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WARNING 


Every effort has been made to ensure that the information contained in this Gu/de is correct. 
However, it will be clearly understood that this publication is intended as a guide only, that the 
information cannot be Guaranteed correct and that the final responsibility must (as always) rest 
with the Shipmaster. 


At certain ports, items of navigational routeings and aids have been included as a means of 
general guidance only. Shipmasters should have in mind that full and due reference MUST 
ALWAYS be made to corrected charts of the area, to the appropriate Notices to Mariners, and 
all or any other navigational notices, warnings or amendments issued by proper Authoriies 
and/or navigational aid services. 


The sketch maps are for general assistance and must not be used for navigational purposes. In 
particular, the shapes of buoys should be disregarded since these are indicated by varying 
symbols which may be consequent upon local usage and without resemblance to internationally 
applied symbols. 


PLANS 


All plans, unless otherwise stated, are reproduced by kind permission of the Port Authority. 


IMPORTANT NOTICE 


Users of previous editions of the guide are advised that some older Shipmaster’s 
Reports and navigational information mentioned in other publications and pilots 
have been withdrawn from this edition of the guide. They may therefore wish to 
retain copies of previous editions for future reference. 


All rights reserved. No part of this publication may be reproduced, stored in aretrieval system or transmitted in any form 
or by any means, electronic, mechanical, photo-copying, recording or otherwise without the prior permission of the 
publishers. 

© Shipping Guides Limited, 1995 (Reprinted May 1996). 

Published by Shipping Guides Limited. 

Photoset by Shipping Guides Ltd., Reigate, England 

Printed and bound in Great Britain at The Bath Press, Somerset, England. 
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PORE W O'R-D 


Shipmasters, Shipowners or Managers, Port Authorities, Administrators and Agents, are earnestly requested to 
assist our work in up-dating the Guide by providing written comment, information, amendments or corrections and 
additional details of any ports or terminals, to the following address: 

SHIPPING GUIDES LIMITED, 
SHIPPING GUIDES HOUSE, 
75 BELL STREET, 

REIGATE, 

SURREY, 

RH2 7AN, 

ENGLAND 


All communications will be acknowledged and will be most useful, since it is only by this means that the Guide 
will remain of great value to the user and will be up to date and thoroughly professional in content. 

For assistance and guidance in the submission of information, a reprint of the items presently covered by the 
Guide is placed hereunder. Additional items will also be most welcome. 


N.B. PLANS, DIAGRAMS, DRAWINGS AND SKETCHES: As you will note, this 1995/96 edition of "Guide to Port 
Entry" contains over three thousand three hundred plans and mooring diagrams that have been reproduced from 
plans and drawings very kindly sent to us by numerous Port Authorities, Agents and shipboard personnel. We hope 
that the special plan section will prove interesting and useful. 

Presently however, the special plan section is to an extent incomplete, since there are many ports and mooring 
facilities for which we have not yet received the necessary plans for reproduction purposes. We are anxious to secure 
plans, diagrams, drawings or sketches of ports and facilities not presently shown in our special plan section, and 
therefore request that Port Authorities and/or Agents at the places concerned be kind enough to pass us this data 
together with the necessary permission for reproduction. We would also be very grateful if ship’s officers calling at 
ports not already covered in our special plan section, could find it possible to provide us with diagrams or sketches 
of the facilities which would be suitable for reproduction in our later editions and/or which might be re-drawn as 
required by our own art department prior to reproduction. 


PORT INFORMATION KINDLY REQUESTED 


PORT LIMITS: The seaward boundaries of the port within which a vessel is considered to be an "arrived ship" and 
(subject to Charter-Party Terms) laytime will commence. 


DOCUMENTS: The matter of documentation is one of the most important items to be included in the Guide, and we 
would like to be sure that ALL requirements are included in order that Masters will be in a position to prepare all 
necessary documentation before arrival and thus ensure speedy clearance. (E.g. Number of Crew Lists, Passenger 
Lists, Customs Documents, Health Documents, Manifests, Bills of Lading, Ship's Papers, Ship’s Certificates, etc.). 


PILOTAGE: Manner in which vessel approaching the port applies for a Pilot. That is, telegraphic address, telephone 
number, facsimile number or telex number of Pilot Station, amount of advance notice of ETA required, and VHF 
channel or frequency to be used when contacting Pilot Boat or Pilot Station. If possible, a description of Pilot Boat; 
particular light or sound signals to be made by vessels requiring a Pilot; the exact area where the Pilot Boat is located 
or where the Pilot has to be taken on board and also any alternative area in the event of bad weather and when Pilot 
Boat not on usual station; details of any specific requirements on the part of Pilots with respect to boarding and safety 
measures; location of anchorage for vessel awaiting a Pilot. 


ANCHORAGES: Boundaries, areas and depths of safe anchorages. 


RESTRICTIONS: Details of any restrictions imposed upon entry, for example at night time, or in accordance with 
state of tide and draft restriction. 


MAX. SIZE: Maximum permissible length, breadth, and draft for any vessel entering the port or for oil-carriers 
proceeding to installations outside the main port area, also state of tide governing these dimensions. 


HEALTH: Pratique procedure and action necessary to obtain Pratique. Also action necessary in the event of any 
suspected disease or fever on board. Also when Pratique is automatic, for example vessels entering after calling at 
another port in the same country. 


RADIO: Name and call sign of radio station through which it is best for a vessel to route ETA cables to Agent, 
Receivers, etc. Availability of telex communication with vessels equipped with telex. 


VHF: Fullest possible data concerning VHF Radio communication facilities in operation at the port including advices 
required from vessels approaching the port, arriving at the port, when manoeuvring within the port area, and when 
sailing. Details of standard communication procedures and numbers of Channels used in calling, further 
communication and safety, as may be applicable with respect to Pilotage, Tugs, Port Authority, Quarantine or other 
craft or shore-stations. 


RADAR: Details of existing Port Radar Service, also if the Master may contact the Radar Service by means of ship’s 
Porat by VHF, and the frequency or Channel number to be used. Details of Vessel Traffic Management Service 
(V.T.S.). 
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TUGS: Number and capacity of tugs available. Minimum number of tugs required for berthing and unberthing. 
Position where tugs normally join the vessel. Also whether usual for ship’s lines or tug’s lines to be used, and if 
optional, the usual charge for use of tug’s lines. 


BERTHING: Details of available berths, including length of quay, depth alongside, maximum permissible ship-draft 
at Low Water (indicating whether Salt or Fresh Water), whether load/discharge is by shore equipment or by ship’s 
own gear, and other relevant data, together with advice of cargoes handled at respective berths. 


CRANES: Fullest possible information concerning type, safe working loads and numbers of shore cranes available 
at respective berths for cargo handling. Details of heavy-lift cranes ashore or afloat, with lifting capacities. It is also 
helpful to know at which ports, or berths within a port, that cranes are not available and a vessel is required to use 
her own gear. 

BULK CARGO FACILITIES: Details of berths and cargoes handled, length of quay, depth alongside, maximum 
permissible draft (indicating Salt or Fresh) at Low Water, berth equipment, maximum height of discharging gear 
above High Water Level, and maximum Loading/Discharge rates. Cargoes intended to be covered by this heading 
are Grain, Ores, Coal, Fertilisers, Sulphurs, Copra, etc. 


SPECIALISED CARGO-HANDLING FACILITIES: Details of berths, specially equipped for handling containers or 
Roll-on/Roll-off traffic; berths handling liquid chemicals or LPG carriers. Please note that it is also useful to know if 
the port does not have any of these facilities. 


BRIDGES: Details of any particular arrival times required in order to pass through particular bridges, and maximum 
clearances, that is height of bridge to waterline. 


STEVEDORES: Any particular ETA advices required in order to arrange gangs. Details of main commodities and 
average load or discharge rates. Normal working hours for general and bulk cargoes, also hours that overtime is 
possible. 


MEDICAL: Whether necessary for Agents to receive advance notice of required medical attention and the amount 
of notice required; also if hospital and dental facilities are available; also any other relevant medical information such 
as particular inoculations required, vaccination/fever certificates, etc., and if inoculations and vaccinations can be 
carried out. 


TANKERS: Diameter of load/discharge lines in order that Masters may know whether or not it is necessary to fit 
reducing pieces before arrival; slop (residue) discharge facilities, capacities, and maximum receiving rate; S.G., 
A.P.|. and temperatures of local types of oil (loading ports only). Number of tanker berths, depth alongside and 
maximum permitted drafts at these berths, average load/discharge rates. Prevailing wind on berth. If special moorings 
required. Are shore gangways available? Are facilities available to combat oil spills, if so, what equipment available? 
Availability of shore steam. Ship-to-ship transfer facilities. 


DENSITY: (SALINITY) :Average salinity of water in the port. 
FRESH WATER: Availability, method of delivery, rate of delivery and approximate cost per ton. 


FUEL: Grades (viscosities) available, amount of advance notice required, and method of delivery. If bunkers supplied 
by vessel/barge, minimum/maximum quantity to be ordered. 


FIRE PRECAUTIONS: Any specific precautions particularly respecting tankers (that is, other than usual non-smoking 
precautions, etc.). 


CONSULS: Names of countries having Consuls at the port. 


REPAIRS: Whether all types of deck and engine repairs are possible, and if not, then what types of repairs are able 
to be carried out. 


DRY DOCKS: Dimensions of largest dry dock and also the number of smaller docks. 


SURVEYORS: 
(1) Availability of Cargo Inspectors, such as Saybolt, Caleb Brett, Superintendents, etc. 
(2) Availability of Surveyors, such as Lloyd’s Register, American Bureau, Bureau Veritas, etc., also Salvage 
Association or U.S. Salvage. 


GANGWAY/DECK WATCHMEN: Whether service of watchmen is necessary or to be recommended and if so, the 
cost of watchmen. 


HATCHES: Whether opening/closing is normally carried out by crew or stevedores. 


Stal eet ALLOWANCES: (Tobacco/Wine, Spirits). Quantity permitted for each crew member to be held out of 
ond. 


CARGO GEAR: Whether load/discharge effected by shore gear or by ship’s gear, and details of any special cargo 
equipment, e.g. heavy lift cranes, etc. 


REPATRIATION: If facilities exist for effecting crew changes and arranging any necessary repatriation. 


AIRPORT: Distance from airport and whether airport is served by regular airlines; otherwise number of flights per 
day or week and destinations. 


TIME: Local time in relation to GMT and dates/details of any alterations made to clocks during the year (Summertime). 


HOLIDAYS: Dates and details of official and local holidays and advice whether or not cargo work can be arranged 
on those days. 
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POLICE/AMBULANCE/FIRE: Telephone numbers of these three services, that is, the nearest departments. 


EMERGENCY CO-ORDINATION CENTRE: Nearest Emergency Co-ordination Centre and details of telephone and 
telex numbers (e.g. U.S. Coast Guard, U.K. Coast Guard, S.A.R. etc.). This information is necessary because local 
Port Agents may not be suited to emergency matters and may not be contactable. 


TELEPHONES: Whether arrangements exist for placing telephones on board and if so the approximate cost for 
this connection. 


SERVICES: Details of any special services available, e.g. tank-cleaning equipment, facilities for discharge of 
tank-washings, compass adjusting, radio and radar repairs, supply of charts, nautical publications, sounding paper, 
course recorder paper, availability of Notice to Mariners, availability of safety equipment, possibility of extension 
of certificates. 


BANKS: Names, addresses and telex numbers of any banks in the area. 


STORING: 
(1) Can vessel be stored by barge or truck? 
(2) Regulations concerning barge storing, such as, can vessel store from barges during loading or discharging? 
If not, what are the regulations concerning storing? 
(3) Can trucks proceed alongside at the berth? If not, what is the approximate distance the truck is to remain from 
the ship? 
(4) Can fork lift trucks be used on the jetty to handle stores? 
(5) Customs Regulations in force regarding storing. 
(6) Can local Riggers be employed to assist with storing? 
SHIP SUPPLY SERVICE: Name, address, telephone no., telex no., etc., of ship supply service operators who are 


able to supply craft or helicopters for transfer of stores, crew and sick personnel. Also range, capacity and 
rendezvous points of supply craft and helicopters. 


SHORE LEAVE: Whether crew members are allowed ashore or not. 
IDENTIFICATION CARDS: Whether shore passes issued or whether Seaman's Book is sufficient. 


GARBAGE DISPOSAL: Please advise if a collection service is available and if drums or skips are provided on 
board or alongside, telephone number of garbage services, charges and collection time. 


WASTE OIL DISPOSAL: Please advise if a collection service is available and capacity of shore tanks, barges and 
tanker trucks, location of any special berth for this service, telephone, telex or fax number of companies operating 
this service, charges and any other relevant information. 


CURRENCY: Name of currency of the country and approximate exchange rate in relation to the U.S. Dollar. Also 
if there are any currency restrictions placed on seafarers. 


SEAMAN’S CLUBS: Names of Seaman’s Clubs operating at the port, address and telephone number. Facilities 
available, e.g. shop, international telephone service for seafarers, church services, football matches arranged, 
dances, mini-bus collection, postage facilities, games available at the Clubs and any other service available. The 
Seaman's Club brochure/leaflet would be of great assistance. 


REGULATIONS: Any particular or unusual regulations for the port. 
DELAYS: What delays in berthing, loading, discharging or bunkering can normally be expected. 


DEVELOPMENTS: Details of expected draft increases, new installations, berths, etc., expected in the foreseeable 
future together with expected dates of completion. 


SHIPMASTER’S/SHIP’S OFFICERS REPORTS: Information is earnestly sought from Shipmasters and other 
serving officers giving corrections, amendments and additions to existing information, together with their 
professional advices or comment upon recommended or required procedures for entering or sailing port, including 
advice of their experience of the port, either generally or specifically. Useful items of experience and suggestions 
of other Shipmasters are of great value, and will be printed under a special heading. 


GENERAL: Any other information that you feel may be of value to the Shipmaster that is not already covered by 
the previous questions. 


AUTHORITY: Name, address, and other details of local Port Authority. 
AGENT: At the foot of many of the ports in this Guide we have an additional heading entitled "Agent". The purpose 


of including this item has been to provide Shipowners, Managers, and Operators with prompt access to the 
name,address, telephone, telex numbers, and cable addresses, etc., of an experienced Agent at the port concerned. 


Of course, it will be understood that the Agents named in the Guide are not necessarily the only Agent at that port; 
however, demands on available space preclude the inclusion of other reputable Agency companies and we trust that 
other such companies will understand and appreciate the position. We have been obliged therefore to include details 
of one Agency company only, but by so doing we hope to have provided a further service to the user of the Guide. 


FEARGAL HOGAN, Technical Editor, 
Shipping Guides Ltd. 
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EDITOR’S NOTE 


“GUIDE TO PORT ENTRY” — 1995/96 EDITION 


With the issue of this Thirteenth Edition of our publication we record the twenty fourth year 
of its existence as an aid to Shipmasters in carrying out their heavy responsibilities. It is our 
earnest hope that throughout this time we have managed to produce a publication of the 
highest professional standard. 


As we have said in the past, the success of this publication would not have been possible 
without the assistance and support received from Port Authorities, Shipowners, Ship 
Operators and Shipmasters and for the continuing guidance we have received from so many 
serving officers. We are greatly indebted to them. 


In this new edition Aruba, Russia and Ukraine now have their own entries and over 50 new 
ports and terminals appear for the first time and we hope to improve the information on 
these new ports over the years. In the Plan Section of both volumes we have included 
simple country maps for the first time and would appreciate your comments on them. 


| would like to thank all the staff at Shipping Guides Ltd for their support, hard work and 
dedication to their various duties over the last year, which has enabled us to bring the Guide 
out yet again ahead of schedule. 


THE SHIPS ATLAS: This publication continues to be in increasing demand throughout the 
world and we should advise that October of 1995 will see the issue of the Sixth Edition. 
Many companies have selected this Marine Atlas as a suitable presentation to publicise 
their activities, by purchasing in bulk numbers and having their company name gold-blocked 
upon the cover of the Atlas. Enquiries concerning this form of presentation should be 
addressed to ourselves. 


THE SHIPPING WORLDS MAP: Our first effort at a desk/wall map has been well received 
by the shipping industry. Please contact us if you require copies or have not seen the order 
form. After a period of time and research, based on replies received from our questionnaire 
we will produce a second edition. 


ROBERT PEDLOW 
Managing Director 
Reigate 1995 
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Albania 


DURRES: 41.19 N. 19.28 E. 


DOCUMENTS: Completed on arrival. 
PILOTAGE: Compulsory. Arriving vessels should anchor and await Pilot 
in position Lat. 41° 15’ 08” N., Long. 19° 26’ E. Pilot available in daylight 
hours only. 
RESTRICTIONS: Vessels arriving from ports in Yugoslavia, Italy and 
Greece must give Notice of Arrival 48 hours in advance. Vessels arriving 
from ports in other countries must give Notice of Arrival 5 days in 
advance. Notice of Arrival is sent by radio to “Adetare Durres” with 
following information: Vessel’s name and flag; name of last port; draft 
on arrival; cargo description and distribution; particulars of vessel's 
tonnage and length. 

Entrance is through buoyed channel, depth 27 ft. 
MAX. SIZE: Controlled by berth depth. Max. draft 28 ft. 6 in. 

Also see “Shipmaster’s Report”. 
HEALTH: Free Pratique sb when Pilot boards provided vessel's 
Health Declaration is satisfactory. 
RADIO: Vessels should maintain regular contact with Durres Radio up 
until time of entry into Albanian territorial waters, which extend 10 miles 
off shore. 
TUGS: Port Authority supplies tugs for mooring and unmooring on Pilot's 
recommendations. 
BERTHING: General cargo wharf No. 5, depth 26 ft. All other berths, 
depth 21 ft. 
MEDICAL: Doctor and hospital facilities available. 
TANKERS: One oil berth, at the East Mole, depth 23 ft. Tank cleaning 
facilities available. 
FRESH WATER: Available ex-whart at all berths. 
FUEL: Limited carta available for emergency only. 
REPAIRS: State shipyard can effect limited hull and engine repairs. 
OPENING/CLOSING HATCHES: Carried out by stevedores. 
AIRPORT: Rinas Airport, distance 35 km. 
TIME: GMT plus 1 hour. 
HOLIDAYS: New Year (January 1st and 2nd); Proclamation of the 
Republic (January 11th); Labour Day (May 1st); October Revolution 
(November 7th); Independence Day (November 28th); Liberation Day 
November 29th). No work performed on Sundays and holidays. 

HORE LEAVE: Crew may use Seamen's Club in port area. 
IDENTIFICATION CARDS: Shore passes issued by local police. 


SHIPMASTER’S REPORT: 1979 

Navigation: Incoming vessels are to anchor in position Lat. 41° 15’ N., 
Long. 19° 27’ E. (2.5 miles from breakwater) and await orders. The 
Danger Area shown on B.A. Chart No. 2701 is reportedly non-existent. 
Communications: The local radio station call sign ZAD is to be contacted 
on anchoring. The radio transmitter is sealed on berthing. The Agents 
have a telex machine which works intermittently. Telephone calls to 
Northern Europe possible but subject to delay. 

Pilot: Equipped with VHF Channel 16, boards at anchorage. 

Tugs: Two medium size tugs available for docking. One salvage tug 
stationed in port. 

Draft: Pilots advised 27 ft. 6 in. max. draft alongside and in approaches. 
Cargo Facilities: Loaded 14,000 tonnes of cement in 50 kg. bags from 
rail and road trucks. 3 shift system. Used both shore cranes and ship's 
derricks. As cargo comes from cement factory in interior by rail, 
presentation is very intermittent, and vessel rarely informed of working 
prospects more than a few hours in advance. Sundays are normally 
holidays. Loading rate averaged 1,000 tons approx. per working day but 
ranged from 200 tons to 1,700 tons, depending on labour and cargo 
availability 

Formalities: ETA's required 5 days and 2 days in advance, also include 
length, tonnage, flag, state of health, etc. 

Documents required: 6 Crew Lists, 2 Lists of Foreign Currency, 
2 Personal Effects Lists, 1 Health Declaration, 3 Stores Lists. Bond is 
sealed but Customs will open on request. 

Repair Facilities: Small shipyard for minor repairs available. 

Surveys: Agents advise that Government Surveyor available for radio 
surveys, etc. No Classification Society Surveyor available. 

Cash: Lek is currency — 1 Lek = approx. 14 US cents (7 Leks = $1). 
Foreign currency may be exchanged (approx. 5 days notice). 
Provisions: Government ship chandler. Fresh vegetables good, fish 
available at moderate prices, meat not recommended. 

Laundry: Available. Reasonable price, average standard. 

Crew: Repatriation is reportedly possible, however it takes 3 days to get 
an exit visa. 

Shore leave is permitted to Seaman’s Club only until 2300 hrs. 
A special pass has to be obtained to visit the town (1500 hrs. to 1900 hrs. 
only). Tours to Tirana can be erence’ by car, if one day’s notice is 
given. Casual dress (jeans) also long hair prohibited outside dock gates. 

Gangway guards in attendance throughout stay. 

Considerable difficulty experienced in arranging tour for Chinese 
ratings. 

Port Facilities: Berthing facilities for 10 ocean-going vessels. Sufficient 

5 ton shore cranes available. Railway tracks to most quays. Main imports 

coal/coke. Exports, low pone chrome ore. Priority for Albanian vessels. 

One floating crane. Lack of mechanisation reduces work rate. No fork 

lifts or proper palletisation observed. 

Agency: Adtare (Government Agency) in port area. The Agents visit 

yoseey. twice daily and speak adequate English and are reasonably 
elp' 

Fresh Water: Available from barge at $1.50 per ton appro 

Fuel Oil: Heavy oil and diesel oil delivered by road okie (limited 

amounts). 

Local Regulations: Permission to immobilise engines must be obtained. 

Garbage is collected daily (compulsorily) in plastic sacks. Permission 

required prior to de-ballasting. 

Watchmen: Not required as gangway guards provided. 


AUTHORITY: Drejtorija e Portit Durres. 


ALBANIA 


SARANDE: 39.52 N. 20.02 E. 


DOCUMENTS, RESTRICTIONS: Refer to “Durres”. 

PILOTAGE: Compul: . On arrival vessels should anchor and wait for 
Pilot in position Lat. 39° 51’ 50” N., Long. 20° 10’ 10” E. Pilot available 
only during daylight hours. 

HEALTH: Free Pratique abel when Pilot boards provided vessel's 
Health Declaration is satisfactory. 

RADIO: Durres Radio. 

BERTHING: Larger vessels work cargo at anchor only. Ship's gear used. 
FRESH WATER: Not available. 

FUEL: Not available. 

GENERAL: See “Durres” for General Information. 

AUTHORITY: See “Durres”. 


SHENGUJIN: 41.49 N. 19.35 E. 


DOCUMENTS, RESTRICTIONS: Refer to “Durres”. 

PILOTAGE: Compulsory. On arrival vessels should anchor and await 
Pilot in position Lat. 41° 48’ N., Long. 19° 35’ E. Pilot available only 
during daylight hours. 

MAX. SIZE: Draft 18 ft. 

HEALTH: Free Pratique given when Pilot boards provided vessel's 
Health Declaration is satisfactory. 

RADIO: Durres Radio. 

TUGS: One small tug available. 

hg Two piers in harbour, one of which is used for larger 


essels. 

FRESH WATER: Limited supply by barge. 
FUEL: Not available. 

GENERAL: See “Durres” for general information. 
AUTHORITY: See “Durres”. 


NOTES 
Please also advise Shipping Guides Ltd. 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Algeria 


ALGIERS (EI Djazair): 36.50 N. 03.00 E. 


DOCUMENTS: 

1 Cargo Manifest required for all cargo including that in transit for 

non-Algerian ports. 

Crew Lists. 

Crew and Passenger Personal Effects Lists. 

Stores List, including Bonded Stores. 

Currency Manifest. 

Lists of arms, ammunitions or Military Stores (or “Nil” Declaration). 
Private Bond and Beer List. 

Declaration of Health. 

Vaccination List. 

Immigration officials may require to inspect all discharge books or 
passports. Customs regulations are strictly interpreted. Care should be 
taken to ensure that all ships’ papers are perfectly in order. Vessels 
arriving with incomplete or inaccurate documentation have been 
subjected to severe delays and penalties. 

PILOTAGE: Compulsory. Available day or night. Pilot boards vessel 
about 0.5 miles from end of Wattier Jetty. Pilot boat is black with insignia 
of 2 white anchors. 

ANCHORAGE: Algiers Bay is crescent-shaped with Cape Caxine on 
the West and Cape Matifon on the East. Depth 25 m. — 30 m. Bottom 
is good holding ground, and vessels are sheltered from West and 
Northwest. 

RESTRICTIONS: None if Port Authority is advised by Radio Algiers or 
by Agent. 

JAX. SIZE: Vessels of 25,000 tons proceed normally. Length not 
restricted; maximum draft 38 ft. 

HEALTH: Health Officer boards vessel on arrival. 

RADIO: Algiers Radio, operates continuously. 

VHF: Harbour Master on Channels 16 and 12. 

TUGS: Three available of 600 to 800 h.p. and also one of 1,000 h.p. 
for towing in harbour; two larger available for open sea, 1,500 - 1,300 


h.p. 
BERTHING: 54 berths available, total length of 9,519 m. plus 2 berths 
of 250 m. each for tankers. All general cargo berths have cranes with 
lift of 3 tons - 6 tons. 

lron cargoes only handled at Berths No. 33/1, 2 and 3. Vessels 
handling general cargo will have to shift to one of these berths if they 
have iron amongst the general cargo. 
STEVEDORES: Available. 
MEDICAL: All assistance available. 
TANKERS: Quay de Lorient: 2 berths, with depth alongside 11.50 m. 
Deballasting facilities available. 

“LPG vessels” — See “Shipmaster’s Report’. 
DENSITY: Salt water. 
FRESH WATER: Delivered by pipe-line to quey, or by water barges. 
FUEL: Deliveries by pipe-line on most quays or by barge. Large vessels 
are supplied by barge in the roads. 
FIRE PRECAUTIONS: A special notice with instructions is delivered to 
tankers. Fire station established within port area. 
CONSULS: All principal countries are represented in Algeria. 
REPAIRS: All repairs available. 
DRY DOCKS: Two: one of 136 m. long, 18.50 m. width, and 8 m. depth. 
The second of 74.30 m. long, 15.50 m. width and 5 m. depth. 
GANGWAY/DECK WATCHMEN: Service by three experienced 
companies ee by Agent. 
ecclesia ING HATCHES: Normally opened by crew, or by port 
workers. 
REPATRIATION: Frequent departures for Europe by ship or plane. 
AIRPORT: Dar-el-Beida at a distance of 20 km. from Algiers; several 
a daily. 
TIME: GMT plus 1 hour. 
HOLIDAYS: ist January; 5th July; 1st November; Labour Day; 
Proclamation Day; plus religious holidays — Aid Seghir; Aid Kebir; New 
Year's Day (Egira); Achoura, and Mouloud. Friday is now considered 
as the weekly rest day in Algeria. 
POLICE/AMBULANCE-FIRE: Police 63.01.61; Fire Service 63.71.22. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Not required. 
DEVELOPMENTS: The port is to be extended to the East to provide 
700 m. of container berths with a depth of 19 m. 


(See Plan) 


“a sh) | O 


SHIPMASTER’S REPORT: January 1981. 
Approaches: B.A. Chart Nos. 855 and 2555. 

Prominent land features clearly visible both visually and by radar. At 
night-time, anchored or underway, vessels are very difficult to identify 
due to background of shore lights. 

No. 2 Buoy marking Western extremity of prohibited anchorage area 

(Lat. 36° 49.3’ N., Long. 03° 07.2’ E.) unlit at time of visit. 
Anchorage: Anchorage prohibited East of line drawn from No. 2 Buoy 
to East of beacon on coastline at 03° 10’ E. Reasonable anchorage 
obtained two miles N.E. of Qk.FI. light at end of Northern breakwater in 
approximately 40 fathoms. No separate tanker or small vessel 
anchorages although small vessels generally appeared to anchor either 
between main breakwaters immediately East of Jettee de L’Est or close 
offshore with little regard to Eastern harbour entrance. Anchorage 
completely exposed to prevailing winds from N.E. and swells that 
accompany wind. 
Wind: Prevailing wind is from North to N.E. and is strongest during Winter 
months. Swell builds up quickly and causes harbour to be virtually 
untenable with many ships breaking loose from berths. Authorities close 
port and all ships leave berths generally when weather conditions have 
started to abate. Forecasts difficult to obtain. 
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VHF: Call “Algiers Harbourmaster” Channel 16, working on Channel 12. 
Range limited to about 6 miles. On arrival, vessel's information required 
and details of cargo to be loaded or aor French speaking is an 
advantage in which case call “Capitainerie du Port’. Very little warning 
of berthing instructions given. Agents can, apparently, be contacted 
through Harbour Master. 

Berthing: Berthing and unberthing only during the hours of daylight 
unless in extreme emergency. 

Pilot: Upon receipt of berthing instructions, vessel proceeds to a position 
approximately half mile East of Southern breakwater entrance. Pilot 
boards by pilot ladder, side appropriate to weather conditions but 
generally on port side, from pilot launch. Pilot ladder about 1 m. above 
water. 

Pilot also boards by launch when meget el B 

Tugs: Two used for berthing and 3 for unberthing (bad weather). Two 
good ship's ropes to each tug. For berthing, forward tug taken on port 
bow and aft tug on starboard quarter, similar arrangement for unberthing. 
These positions to enable vessel to swing short round to port 
immediately after entering breakwater. 
Berth: Berth 37: Port side alongside “Brise lames Est” jetty in Area 9. 
Depth alongside 10.0 m. forward and 10.5 m. aft. Little or no tidal effect. 
Straight jetty with protruding dolphins of concrete construction and 
fendered by tyres mounted on timber and suspended from quayside by 
chains. 

Berth affected by swell from North/N.E. and vessels can surge up and 
down the quayside alarmingly. It is essential to have out as many 
moorings as possible and in particular good stern lines and forward back- 
springs. On this visit, 5 moorings parted and eventually necessary to 
have mooring winches manned continuously to counteract vessel's 
surging. This vessel (31,296 cu.m.) was largest gas vessel to have 
entered Algiers. 

Port gangway initially used but later replaced by “Board of Trade” 
gangway. It is advisable not to rig gangway before berthing due to 
quayside obstructions. 

Density: Density alongside 1026. 

Cargo: Butane discharge. Receiver's Sonatrach cannot accept cargo 
below +5°C, therefore heater required. Booster pump not required after 
initial problems resolved. Shore tank capacity is small and adjacent to 
gas-bottling/distribution plant. At first, Receivers were asking for 
maximum rate of discharge and then stopping cargo every two/three 
hours. After contacting Commercial Manager of Sonatrach, arrangement 
was made whereby shore plant emptied tanks before resumption of 
discharge and then discharge maintained at slow rate for several hours. 
Cargo discharged = 4,000 tonnes in 5 days. 

Contacts: Sonatrach Manager LPG Operations, Marketing Division — 
Gas Exports, 46 Boulevard Mohamed V, Algiers. Tel: 61-12-24. 

This person is responsible for all gas import/export contracts, works 
closely with Trammogas. 

Sonatrach Commercial Manager, Commercial Division, 46 Boulevard 
Mohamed V, Algiers. Tel: 61-12-24. 

Commercial Manager works closely with the Manager LPG 

Operations. 
Authorities: Algerian requirements are now well established and 
particularly applicable to this port. All items contained within the Bond 
are carefully checked and counted and any single discrepancy can result 
in large fine. All money (all currencies) collected in, declared on Currency 
Declaration and locked in safe. Customs did not rummage on this visit 
because all paper-work exactly to their requirements. - 

No cargo documentation was in the vessel's possession for berthing. 
Customs satisfied with Master's Declaration that cargo papers were in 
transit between U.K. and Algeria. 

Agent: Compagnie Nationale Algerienne de Navigation (C.N.A.N.). 
Cable Address: CNAN, Algiers. Tel: 62-64-00 and 62-88-00. 
Chandler: Provided excellent quality fresh provisions at short notice and 
at reasonable price. Method of payment is by Cash Requisition through 
Agent. 
Fresh Water: Good quality and available on quayside. Shore meter 
inoperative. 
Bunkers: Available by barge. 
General: Repatriation can be easily arranged through Agents. Airport 
about 10 km. away with 5 daily flights to Paris and one to London. 
Disembarking personnel hand in Discharge Book plus 2 photographs to 
Agent a few hours before disembarking to clear Immigration formalities. 
egal communication links with the U.K. and people most 
helpful. 
Shore leave unrestricted — personnel to carry Identity Cards. 


SHIPMASTER’S REPORT: September 1988. 
Documents: Vaccination List only required if vessel arriving from an 
infected area. 

All money must be declared, but need not be locked up. 
Restrictions: Entry possible day and night. 

Officials: As soon as vessel is anchored, Customs and Coast Guard 
board the vessel. 

Beer and wine are not sealed. 

Coast Guard inspects Load Line Certificate, Safety Construction 
Certificate, Safety Radio Certificate and Safety Equipment Certificate 
(including Liferaft Certificates). 

Fresh Water: Fresh water available at anchorage at short notice by barge 
of 80 tonnes capacity. 


SHIPMASTER’S REPORT: February 1989. 

There are no buoys marking the Northern limits of the anchorages. 
Ships anchor as they please, regardless of size of vessel. 

Pilotage is available around the clock. 

The Unknown Soldier Monument is very conspicuous and is a good 
landmark for finding the head of the South Entrance Breakwater if, by 
any chance, it is impossible to distinguish it, due to congestion at the 
anchorage. 


AUTHORITY: Capitainerie du Port. 


ANNABA: 36.58 N. 07.47 E. 


DOCUMENTS: Refer to “Algiers”. 
PILOTAGE: Compulsory when entering, leaving or shifting in harbour, 
vessels arriving during night and wishing to enter the basin must anchor 
at 2 nautical miles to East of Southern Lighthouse at main entrance (red 
occulting light) on steady sand bottom of 65 ft. to 100 ft. depth. 
ANCHORAGE: Quite good anchorage well protected against West or 
North winds at about 3 nautical miles to North of harbour with depths 
of 40 ft. to 60 ft. on rocky and sandy steady bottom. 
MAX. SIZE: Length 656 ft. draft 33 ft., breadth no restriction. Tankers 
Max. draft 39 ft. 
RADIO: Cable Agents giving ETA or to Harbour Master by cable or radio 
telephone via Annaba Radio Station which is permanently watching on 
2182 kHz. 
VHF: Harbour Master's Office can be contacted on Channels 16 and 14. 
TUGS: Two tugs available each of 700 h.p., both fitted with radio 
telephone and two fire appliances. 
BERTHING: Harbour is open to merchant navigation every day from 
0500 hrs. to 2200 hrs. In case of necessity vessel will be handled at 
any time. 
21 general cargo berths with depths 6.2 m. to 10.0 m. 
CRANES: 18 electric or diesel shore cranes with lifting capacities from 
3 to 6 tons; 1 electric shore sheers of 110 tons and 1 diesel-electric 
sheers hulk of 80 tons. 
BRIDGES: No bridges or power cables crossing port area. 
STEVEDORES: Available. Working hours (whole days), normal hours: 
0700 — 1020/1400 — 1720. Shifts: 0630 — 1230/1300 — 1900/2000 — 
0200. Working night and holidays, overtime 50%. 
TANKERS: Two tanker berths in outer port, entrance 43 ft. The first is 
at Lyon's Jetty consists of 2 dolphins 180 ft. apart, depth 33 ft. Second 
at South Jetty consists of 2 dolphins 180 ft. apart, depth 43 ft. Pipelines 
of 8 in. and 10 in. supply the oil installations. 
FRESH WATER: Plentiful supply of water alongside wharves at a rate 
of 8 t.p.h. to 14 t.p.h. By barge at the tanker berths. 
FUEL: Bunkers available. 
REPAIRS: One graving dock fitted with 2 rolling cradles on slipways, 
nan capacity 100 tons and 200 tons. Divers and frogmen available. 
ANGWAY/DECK WATCHMEN: Performed by ship’s crew. 
OPENING/CLOSING HATCHES: Performed by stevedores. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Required. 
GENERAL: Prevailing winds generally of N.W. and West. Storms from 
these directions are blocked by mountains which lie behind harbour. 
Harbour is only exposed to storms from East and N.E. which are very 
rare. There is practically no swell or surf into harbour. Tidal variation 
about 1 ft. and water level ranges about 31 in. dependent on season. 
Low waters from February to June and high waters from June to 
February. 


SHIPMASTER’S REPORT: September 1982. 

Position: 36° 54’ N., 07° 46’ E. 

Name: Formally named Bone, in most of the charts is mentioned as 
Bone. 

Radio: Annaba Radio keeps watch also on VHF Channel 16 and working 
Channels 24, 25, 26, 27. 

Gangway/Deck Watchmen: Shore watchman is compulsory by Port 
Authorities. 

Opening/Closing Hatches: Performed by crew. 

Identification Cards: Shore passes are issued by Immigration Office and 
shore leave is allowed on presentation of the issued pass and Passport 
or Seaman's Book. 

Restrictions at Port: As soon as vessel anchors in Annaba Roads, Coast 
Guard comes on board and collects all documents and seals all Bonded 
Stores. Attention is to be paid on the correct counting of Bonded Stores, 
such as cigarettes, _irits, etc. Beer is not sealed and crew allowed 
200 cigarettes plus one bottle of spirits each. 

(a) It is strictly forbidden for ships to use their whistles or sirens in 
the harbour, exceptions when vessel being under way for 
preventing collisions. Strictly forbidden to call Pilot by means of 
whistle between 2000 hrs. and 0600 hrs. 

(b) All ships must keep on board sufficient crew in order to carry out 
all ship's handling, especially shiftings of vessel. Normally Master 
is informed by Port Authority and signs notice, but many times 
happened to inform vessel at any time to shift immediately. 

(c) It is strictly forbidden to carry out deballasting operations in the 
harbour waters, except after a systematic control has been made 
by the Master, the Dock Master or a Surveyor appointed by them, 
to prove that ballast water is clean. 

(d) Any repairs being made to the hull of the vessel, scraping, 
painting, painting of Load Line marks must be authorised by the 
Captaincy. 

(e) Trials of the engines can only be done with an authorisation from 
Port Captain. 

rohan baa Draft Allowed: 31 ft. for the berth of minerals — “Iron and 
e"; 


AUTHORITY: Directeur du Port. 


ALGERIA 


ARZEW (including Arzew El Djedid): 35.50 N. 00.08 W. 
(See Plan) 


LOCATION: The Port of Arzew extends between Lat. 35° 50’ N. and 
35° 52’ N. and Long. 0° 08’ W. and 0° 17’ W., at the N.W. end of the 
Gulf of Arzew. 

The Port of Arzew El Djedid is located in position Lat. 35° 48’ 06” N., 
Long. 00° 12’ 30” W. 

UMENTS: 

3 copies Manifest. 

4 copies Crew List. 

2 copies Vaccination List. 

2 copies Arms & Ammunition List. 

All Log Books, Certificates and Registers will be inspected. 

Sailing: The Sailing Declaration must be made 2 hours at least prior to 
“po time. 

APPROACHES: Landfall: By day recognition of Arzew is made easy by 
the high ground of Cape Ferrat. On entering the Gulf the lighthouse of 
the Island of Arzew is seen and in clear weather it is possible to 
distinguish to the East, the town of Mostaganem. The Arzew Mountain 
(225 m.) dominates the Bay of Arzew and the port. 

The storage tanks for hydrocarbons are visible from a long way off- 
shore. At night, vessels see firstly the oil flares of the different units in 
the industrial zone. These flares are visible in good weather for a 
distance of 25 miles. 


LNG Flare “42” Lat. 35° 50’ 31” N. Long. 0° 18’ 42” W. 
Refinery Flare Lat. 35° 49’ 40” N. Long. 0° 19’ 15” W. 
L.P.G. Flare Lat. 35° 49’ 58” N. Long. 0° 18’ 12” W. 
LNG Flare “12” Lat. 35° 49’ 07” N. Long. 0° 16’ 20” W. 


Lat. 35° 49’ 04” N. Long. 0° 16’ 26” W. 
LNG Flare “22” Lat. 35° 48’ 32” N. Long. 0° 15’ 23” W. 
Lat. 35° 48’ 47” N. Long. 0° 15’ 21” W. 

Port Lights: Lighthouse on Arzew Island: Lat. 35° 52’ 34” N., Long. 
0° 17’ 20” W. 
Buoys: Junction Buoy (vertical red and white stripes), white light, 
position: Lat. 35° 50’ 29” N., Long. 0° 16’ 03” W. 

Madrague Buoy, East cardinal mark (“A” System), white light, 
position: Lat. 35° 51’ 40” N., ren 0° 16’ 20” W. 

Sea Water Intake Buoy (CEAZ complex): North cardinal mark (“A” 
System), white light, position: Lat. 35° 50’ 06” N., Long. 0° 16’ 55” W. 


Long. 0° 17’ 22” W. 
ry Jetty: Red light, flash every 3 secs., position: 
Lat. 35° 50’ 59” N., Long. 0° 17’ 45” W. 

South Jetty: Red light, position: Lat. 35° 51’ 17” N., 
Long. 0° 17’ 55” W. 

Mole IV: Fixed green light (S.W.), position: Lat. 35° 51’ 28” N., 
Long. 0° 17’ 44” W. 

Mole Ill: Fixed red light (S.E.), position: Lat. 35° 51’ 32” N., 
Long. 0° 17’ 57” W. 

Lights of the Port of Arzew El Djedid: 

West Jetty: Green light, position: Lat. 35° 49’ 26” N., 
Long. 0° 15’ 22” W. 

East Jetty: Red light, position: Lat. 35° 49’ 05” N., Long. 0° 14’ 32” W. 
PILOTAGE: Pilotage is compulsory. The limit of the pilotage zone out 
to sea is the parallel of the lighthouse on Arzew Island. 

Pilots may ensure that anchoring is carried out in the roads for large 
vessels. The Pilot embarks in the waiting zone. The pilot ladder must 
be rigged on the lee side at a height of 1 m. above the water. For large 
vessels in ballast, the pilot ladder must give access to an 
accommodation ladder rigged at a height of 5 m. (approx.) above the 
water. 

Communications from tankers will be via the international radio station 
at St. Lys, which is in telex communication with the Arzew Terminal. 
Contact with the Arzew Terminal can be made on VHF Channel 16. 
Vessel will then be informed by the control room of the frequency to 
use, either Channel 12 or 14 for mooring purposes. 

ANCHORAGE: Vessels Sanwa to anchor on arrival normally use 
services of the Pilot. Anchorage fees are charged whether the Pilot is 
used or not. Sea bottom of rocks, sand and mud. 

The operations in the roads and the pereguee of accesses have 
brought about the reserved zones, forbidden areas, waiting and 
anchoring zones. 

The position of these zones is shown on the chart. 

(a) The forbidden zone corresponds to the S.W. sector included 
between the parallel of Arzew Island (Lat. 35° 52’ 28” N.) and a straight 
line running at 45° from the land and passing through the following 
geographical point: Lat. 35° 50’ 27” N., Long. 0° 15’ 55” W. 

(b) The waiting zone corresponds to the N.E. sector included between 
the North of the breakwater of the New Port and a straight line running 
at 45° to the West from the land, passing through the above geographical 
point. 

vesee? which have to anchor on arrival can request the services of 
a Pilot. 

The bottom is firm, constituted by sand, pebbles, and muddy shale. 
Use of Anchors for Manoeuvring: This is forbidden in the port except 
under conditions of force majeure. It is strictly prohibited in the passages 
and whe and in the vicinity of the pipelines. 

RESTRICTIONS: Vessels may enter or sail by day or night, weather 
conditions permitting. Tankers berthing on the sea-line berths may be 
restricted by bad weather, heavy wind or swell. 

Vessels sailing have priority over vessels entering. 

Port Closure: |In case of accident or unfavourable weather conditions 
the port may be closed for entry, for leaving or in both directions at the 
same time. Notice of closure is broadcast on VHF Channel 16. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


In i = neral, the Port of Arzew may be closed for entry if: 
e@ swell is greater than 2 m. 
2 Winds are Force 6 (Beaufort) or greater. 
The Port of Arzew El Djedid may be closed for entry if: 
1. The swell is greater than 2 m. 
2. Winds are Force 5 (Beaufort) or greater. 
State of Vessel: Prior to entry into port, Masters must sign a declaration 
in which they state that the navigability of their vessel is perfect and that 
they are in possession of all certificates and documents required. 
Vessels which are required to operate at the sea-line must arrange 
their loading derricks prior to the manoeuvre. The strength of these 
loading derricks must be equal to or greater than 5 tonnes, their Safety 
Certificate is required on arrival. 
MAX. SIZE: See “Berths”. 
HEALTH: Free Pratique is not granted by radio. For tankers berthing at 
the sea line, Pratique may be granted by a visiting sanitary officer or by 
the Pilot when he boards, providing the Health Declaration is 
satisfactory. For vessels berthing inside the harbour, the Health Officer 
will board on arrival. 
Vessels calling at Arzew must advise their ETA 48 hours and 24 hours 
prior to arrival, naming the ports called within the last 10 days 
Crew must be vaccinated against cholera. Vaccination books must 
be valid and a check is made before Free Pratique is granted. 
RADIO: Oran Radio and Algiers Radio both listen on international 
frequencies. Tankers normally use St. Lys Radio. 
Notice of Arrival: Vessels destined for Arzew must send to the Port 
Captaincy a message at least 48 hours in advance through a coastal 
station stating, date and time in GMT of their arrival in the port roads. 
The Notice of Arrival is to be confirmed 12 hours prior to arrival of the 
vessel in the port roads. 
VHF: Port Radio Service: 
Call-up Frequency: 
156.8 MHz., Channel 16, listening-out frequency. 
Working Frequencies: 
156.7 MHz., Channel 14, Arzew Port Captaincy. 
156.5 MHz., Channel 12, Arzew El Djedid Captaincy. 
156.65 MHz., Channel 13, Pilotage Station. 
156.6 MHz. Channel 10, Tug Station. 
156.55 MHz., Channel 11, Sea-Line. 
156.7 MHz., Channel 14, Tug Station. 
Vessels arriving at Arzew, and waiting in the roads, must listen out 
continuously on Channel 16. 
Vessels with their Pilot aboard must listen out on Channels 14 (Arzew), 
12 (Arzew El Djedid), 11 (sea-line): 
(a) From the time the Pilot comes on board until arrival at the quay. 
(b) From the departure from the quay until the Pilot disembarks. 
(c) During the whole time the vessel is at the sea-line. 
TUGS: Tug service is compulsory for vessels of more than 1,500 g.r.t. 
8 tugs are operational with power ranging from 2,000 h.p. to 3,500 h.p. 
It is compulsory for tankers of up to or larger than 50,000 metric tonnes 
(d.w.t.) to use at least 3 tugs on entry. 
The tow lines, supplied by the ship, must be in perfect condition and 
appropriate for the manoeuvre. 
he route programme is drawn up by the Pilot, in agreement with the 
ship's Master. 
BERTHS: Arzew: 
Mole III: 258 m. long and 100 m. wide, with 5 berths for various cargoes 
with depths of water varying from 5 m. to 8 m. 


Berth Max. Products Loading Arms 
(Name/No.) Depth d.w.t. Handled (Diameter) 
(m.) 
Methane Terminal 
North Berth 9.80 40,000 cu.m. methane 12 in. 
methanol 8 in. 
South Berth 9.80 40,000 cu.m. methane 12 in. 
Jetee Secondaire 
“S1”" (Inner West) 10.0 30,000 ammonia 3x10 in. 
15,000 cu.m. refined products 3x8 in. 
LPG 3x12 in. 
residue and 
debaliasting facilities 
“S2” (Outer East) 11.0 60,000 refined products 3x12 in. 
5,000 cu.m. LPG 3x12 in. 
bitumen 3x12 in. 
deballasting facilities 
Jetty Large: 
P1 (Middle Berth) 13.50 50,000 crude, gas oil, fuel oil,12 in. 
condensate 
P2 (Seaward/ 15.50 100,000 crude, gas oil, fuel oil,12 in. 
Outer 
Berth) 
PO (Inner Berth) 10.0 30,000 LPG, fuel oil, gas oil 8 in. 
-line 26.0 100,000 crude, condensate 28 in. hoses 
Arzew El Djedid: 
Products 
Berth sp Max. Size Handled 
m. 
M1 13.5 125,000 to 200,000 cu.m. LNG 
M2 (2 berths) 13.5 125,000 to 200,000 cu.m. LNG 
M4 (2 berths) 13.5 125,000 cu.m. LNG 
M6 13.5 125,000 to 200,000 cu.m. LNG 
Bi 23.5 25,000 to 100,000 cu.m. crude, condensate 
B2 23.5 50,000 to 150,000 tons crude, condensate 
B3 26.5 100,000 to 250,000 tons crude, condensate 
D1 13.0 35,000 to 70,000 cu.m LPG 
(See 
“Shipmaster's 
Report” dated 
March 1984) 


Berths M2/M3 and M4/M5 are operational, a hydraulic gangway with 
a crane (3 tonnes) is available on the service platform of these berths. 
The berths are equipped with a battery of 5 loading arms for LNG of 
16 in. x 66 in. of which one is for vapour return. Pumping rate is 
2,500 cu.m.p.h. A bunker arm of 8 in. x 66 in. is provided. 
Nitrogen: Supply of nitrogen on M2/M3 is by tanker lorry. 
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BERTHING: 

Coming Alongside and Mooring: Except in exceptional cases, vessels 
oe berthed bow facing out to sea. Each vessel is moored with its 
own lines. 

The number lines per vessel must in no event be less than 14, i.e. 7 
forward and 7 aft: 3 head lines (stern lines), 2 breast lines, 2 springs. 

Mooring lines of rope should be used preferably unless abnormal 
conditions prevail. 

Lines of steel wire, if used, must not be secured on tanker working 
decks, except if they are on constant tension winches, and pass through 
roller leads. 

It is recommended that mixed moorings be avoided. In particular, 
springs must be lines of the same material. 

The moorings must be suitably tightened, be inspected constantly, 
and adjusted every time it is necessary. 

Fire Wires: Towlines of steel wire, the so-called “fire wires’ must be 
positioned on the seaward side on the forecastle and the poop, with the 
eye of the wires being maintained 1.50 m. above water level by a 
watchman. On each fire wire a length of wire of 10.0 m. must be arranged 
on deck between the bollards and the lead. 

Gangways, Gangway Ladders, Pilot Ladders: The gangway or 
gangway ladder must be easily accessible under all circumstances and 
provided with a safety net, being well lit at night. 

At the Port of Arzew El Djedid, at Berths M2/M3 and M4/M5, vessels 
are connected to shore by automatic gangways. 

The positioning of the pilot ladder or the gangway ladder on the 
opposite side to the quay is forbidden. 

Vessel's stay at Berth: Any stay at a berth outside that of commercial 
operations must be authorised by the Port Captain. 

All vessels must only stay in port for the minimum time required. 

In the event of commercial operations not commencing immediately, 
or are stopped for any reason, the Port Captaincy may decide to call 
for the vessel to go out to the roads. 

Departure formalities may be required to be carried out in the roads. 

Masters must report any machinery damage which reduces their 
capability. Repair works of any kind are forbidden except where specially 
permitted by the Port Captain. 
Sealine: Use of ship's anchors will not be permitted when manoeuvring 
into berth. Two tugs are available to assist in berthing. On arrival vessels 
should have ready 8 mooring lines, 4 forward and 4 aft and a tow rope 
at each end as it will be necessary to position the vessel with her own 
gear before securing to the heavy wires. Good rope messengers should 
be ready at each end of the vessel to pick up these wires. 

There are 3 mooring buoys at the bow and 3 at the stern. All buoys 
are fitted with 5 in. wire ropes. Ships of moderate tonnage may be 
moored using 2 bow buoys and 2 quarter buoys only. Hoses will be 
lifted from both sides of the vessel using ship's gear and crew. 

The port and starboard derricks must be ready for use before berthing. 
The safe working-load must be at least 5 tons. The Loading Master can 
refuse to berth a tanker whose lifting tackle is not correctly rigged or in 
good working condition. 

Three 12 in. hoses are connected for loading, 2 on one side and 1 
on the other. Loading rates up to 5,500 t.p.h. 

STEVEDORES: Vessels must cable their ETA at least 24 hours before 
arrival and confirm before 1700 hrs. on day prior to arrival or before 
1000 hrs. if vessel will arrive in the afternoon of the same day. Gangs 
are ordered before 0700 hrs. for mornings and at 1030 hrs. for 
afternoons. Shifts are from 0730 — 1050 hrs. and 1530 — 1650 hrs. Extra 
shifts from 0730 — 1330 hrs. and from 1330 — 1930 hrs. 

MEDICAL: All treatment of ship's crew is arranged by private doctors 
through ship’s Agent. No hospital facilities at Arzew. Seriously injured 
crew are taken to Oran, 45 km. away, for hospitalisation. Vessels arriving 
with sick crew on board should notify Agents well in advance to make 
arrangements for hospitalisation on arrival. No patient is to be 
disembarked without notification to the Health Officer for his agreement. 
TANKERS: See “Berths” and “Berthing”. 

BALLAST: Pilots are empowered to refuse to berth a vessel if in their 
opinion the vessel has insufficient ballast, or her trim is such that it would 
prevent safe loading. 

DENSITY: 1030. 

FRESH WATER: Provided by fresh water hydrants on M2/M3 
(El Djedid), Moles Ili and IV. Elsewhere fresh water can be supplied by 


a tug. 
FUEL: Two barges of 2,000 tons each are available. They deliver at a 
rate of 350 cu.m.p.h. These barges are intended for bunkering vessels 
with fuel oil (1000 sec. Redwood, 0.924), Bunker “C” (3000 sec. 
Redwood, 0.960), gas oil and diesel oil (40 sec. Redwood, 0.810 to 
0.840) and lubricants, both in the roads and at the quays. 
CONSULS: 

France (Consul-General), Tel: 33.10.13. 

Italy (Vice-Consul), Tel: 35.51.96. 

Russia (Consul). 

Spain (Consul-General), Tel: 33.21.65. 

U.S.A. (Consul), Tel: 35.26.65. 

The Netherlands are also represented. 
WATCHMEN: Shore watchmen are compulsory for vessels loading 
fertiliser or discharging LPG or refined crude in the harbour area. 
For tankers loading at the sea line berth, watchmen are at Master's 
discretion 
CUSTOMS ALLOWANCES: 200 cigarettes and an opened bottle of 

Spirits per man. 
AIRPORT: International Airport at Es-Senia (Oran), distance 50 km. 
TIME: GMT plus 1 hour all year. 
TELEPHONES: Available only at methane berths. At the sea line berths 
tankers may communicate using VHF Channel 16 to Arzew Terminal. 
IDENTITY CARDS: On arrival, the Immigration Control inspect all 
passports or Seamen's Books. Shore passes are given at the harbour 
gate in exchange for passports, Seaman's Book, or in the case of French 
seamen, their identity cards. 


SERVICES: Launch Service: Available for ship's crew for transportation 
to the roads. 

GENERAL: Measures to be taken in the event of deterioration in 
weather conditions: In the event of a warning of high winds and bad 
weather, the Master must be prepared to stop loading and to make 
arrangements for suitable ballasting. 

In the event of high wind or the threat of it, particularly from the North 
to the East, the following measures should be considered: 

Reinforcement of moorings. 

Ballasting. 

Taking a Pilot on board. 

Requesting aid of tugs. 

Stop loading — disconnection of arms. 

Sailing of the vessel. 

Light and Flag Signals: From their arrival in the Roads until they leave, 
all tankers not degassed or vessels carrying hazardous goods must 
exhibit the following signals: 

By day: A red flag. 

By night: A fixed red light visible all around the horizon, apart from 
regulation navigation lights. 

Wind: \In Winter winds predominantly from the West. 

in Summer the main winds are those from the East to North sectors. 

Seasonal variations define two periods: the one of a windy Winter 

(October to April) and the other, the Summer, more calm (May to 
September). The average frequency of winds in excess of 10 m./sec. 
from the N.E. quadrant varies from 3.5% during the Winter to 2% during 
Summer, whilst that of winds from the S.W. quadrant varies from 5.1% 
to 1.3% between the same periods. 
Tide: The variation in water level arise from the superimposition of a 
half-daily lunar tide of low amplitude (15 cm. — 30 cm.), fluctuations in 
general level during the year and long period oscillations (tidal waves). 
Swell: Swell from North to East direction is preponderant, whilst that 
from other directions is negligible. 

79% of the time the amplitude is less than 1 m. 

3% of the time the amplitude is greater than 3 m. 

The bad weather period is from December to April, with the maximum 
risk in December. 

Currents: General Currents: Centre of current from East to West, 
—0.25%. 

Surface Currents: With N.E. wind between 30 km./h. and 35 km./h. 
currents in the same direction (0.8 km./h.) as far as the Madrague area 
where they turn to the South and even S.E. (0.3 km./h.). With S.W. wind 
at 25 km./h., the currents have the same direction as the wind and can 
reach speeds of the order of 1.2 km./h. 

Bottom Currents: There is a bottom current coming from Mostaganem 
(0.35 km./h.) which follows the coast. 

Accident on Board or in Port — Principal Steps to be Taken: 

In the event of accident, all fire-fighting means installed permanently 
on the moles, quays and in the port area are immediately placed at the 
disposal of Masters. 

If there is fire on board the vessel, the Master must, as soon as the 
source of the fire has been established, take every measure to extinguish 
it. 

If the Master considers that he cannot achieve this, he draws the 
attention of the port services by making a series of long blasts on his 
vessel's whistle, and requests that all possible available means be put 
at his disposal. At the same time he must: 

(1) Stop commercial operations. 

(2) Disconnect loading arms and hoses. 

(3) Close all openings leading to the tanks, pump room, 
bunkers, etc. 

(4) Place his vessel immediately in a position to sail so as to 
get away from the berth should the Port Authorities so 
request. 

Other vessels, as soon as they hear the siren of the vessel in trouble, 
must: 

(1) Stop commercial operations. 

(2) Disconnect loading arms and hoses. 

(3) Close all openings leading to the tanks, pump room, 
bunkers, etc. 

(4) Place the vessel immediately in a position to sail. 

(5) Prepare all means for fire-fighting. 

Fire-fighting means: 

These comprise: 

First strike means (foam, powder) installed at the loading points 

Fire-fighting network. 

A pump vessel equipped for fighting hydrocarbon fires. 

Tugs fitted for fighting fires of all kinds. 


SHIPMASTER’S REPORT: March 1984. 

Arzew el Jadid — Bethioua: LPG Berth No. D1. 

Berthing: Two tugs make fast close to East Entrance to the port — at 

the time of berthing the wind was from the N.N.E. at 20 knots gusting 

to 25 knots and the tugs were secured with great difficulty with the vessel 

positioned virtually in the entrance. 

ee: aay berthing a third tug pushes amidships to hold the ship on the 
rth. 

Two tugs are used for unberthing. 

Tugs are secured using two lines (ship's lines). 

Manoeuvring area inside the breakwater is tight and | would not 
terion berthing or unberthing operations in wind speeds exceeding 

nots. 

The max. length of vessel permitted on Berth D1 is 220 m. and the 
max. permitted draft is 12 m., — understand the first ship to use the jetty 
touched the bottom during berthing (35,000 tonnes shipment) no record 
of draft available. 


Moorings: Three head/stem lines, two breast lines and two back springs. 


Gangway: No shore gangway. 


ALGERIA 


Chicksans: 3X12 in. liquid loading arms, 112 in. vapour return line, 

1x8 in. bunker loading arm. Quick release clamps are fitted on Chicksan 

arms. Disposition from West to East is; Bunker loading arm; Liquid 

loading arm; Liquid loading arm; Vapour return arm; Liquid loading arm. 
There is a facility for purging loading arms with nitrogen prior to 

disconnecting which was unproven during our call due to low nitrogen 

pressure. 

Cargo Pumps: 1500 cu.m. circulating pump. 3x 1,650 cu.m. loading 

pumps. 

Vapour Return: Capacity unknown. 


SHIPMASTER’S REPORT: November 1986. 
Note: Forms below are for the Port of Arzew. There may be different 
pv eleitd at other Algerian ports, but this should serve as a guide. 
gent: 
inwards Declaration. } 
Outwards Declaration 
1 Narcotics List. 
1 Declaration of Arms and Ammunition or ‘Nil’. 
2 Crew Lists. 
Immigration: 
2 Crew Lists. 
1 Narcotics List. 
1 Ship's Particulars (Form supplied). 
Port Health: 
1 Crew List. 
1 Health Declaration. (IMO Form). 
Customs: 
1 List of Crew Effects. (Crew Manifest). 
1 Bonded Stores List. 
1 Slop Chest/Shop Store List. 
1 List of Ship's Currency. 
1 List of Currency held by crew. 
1 Declaration of Arms and Ammunition or ‘Nil’. 
1 Narcotics List. 
N.B.: Customs are very strict, make sure everything well in order for all 
their forms. (| was informed by Agent that a Shipmaster had recently 
been fined U.S.$9,000.00 due to the fact that he forgot to declare 
U.S.$ 2,500 of the Chief Engineer's money, which he had been holding 
in the ship's safe). 


Both filled out at the same time, 
Agent supplies forms. 


AUTHORITY: Entreprise Portuaire D'Arzew, 45 Rue Aissat Idir, B.P. 46, 
Arzew, Algeria. Tel: 377527, 377491, 377970. Telex: 12819, 12990, 
12982. 


BEJAIA (Bougie): 36.45 N. 05.05 E. 


DOCUMENTS: Refer to Algiers. 

PILOTAGE: Compulsory within pilotage zone between Cap Carbon to 
the West and Ras Attia to the East. Contact pilot station by VHF Channel 
16 or Telex 83940. Tel. 92.35.03 (night). International code signals used 
to call Pilot who boards at the limit of pilotage zone. Pilot ladder should 
always be placed on port side. 

br a a ge Suitable anchorage in all weathers will be indicated by 

6 Pilot. 

RESTRICTIONS: No night movements for tankers with LPG or refined 
petroleum cargoes. 

MAX. SIZE: Tankers: Length 260 m. Draft up to 13 m. Waiting zone for 
vessels in ballast; depth 10 m. 

Commercial Port: Draft between 7 m. to 9 m. 

HEALTH: Free Pratique given by Brigade Maritime on arrival, unless 
suspected disease on board when Port Doctor will visit the ship. Pratique 
is automatic after calling at another Algerian Port. 

RADIO: Alger Radio. . 

TUGS: Available under direction of Pilot by VHF contact. Ship's lines 
always used. 2 tugs required for berthing and unberthing. 
BERTHING: 23 berths with depths 5.5 m. to 10.0 m. 

TANKERS: Sonatrach Oil Terminal: 3 loading piers for crude oil. 

Pier No. 1 for vessels up to 11.50 m. draft. 4x 10 in. hoses. 

Pier No. 2 for vessels up to 12.50 m. draft. 4x 12 in. hoses. 

Pier No. 3 for vessels up to 13.00 m. draft. 4x 12 in. hoses. 

Maximum pressure allowed 3 kgs. 

pre! rates up to 4,000 t.p.h. 

BALLAST: All dirty ballast to be discharged ashore; 2 hoses available 
at each berth, can receive ballast up to 2,000 t.p.h. 

Vessels berthed at Piers No. 2 and 3 cannot discharge ballast 
simultaneously. 

Clean ballast may be discharged to sea, only if vessel is in gas-free 
condition. 

Thick slop residues may only be accepted subject to terminal 
operator's approval, but only in quantities of less than 100 tons. 
DENSITY: 1025. 

FRESH WATER: Available at Berths No. 2 and 3 only, subject to 
24 hours’ notice. Loading rate about 15 t.p.h. 

FUEL: Available at all Sonatrach berths, subject prior arrangements. 
No barges. 

FIRE PRECAUTIONS: Anchors must be hove-up while vessel is moored 
in berth. A fire wire must be provided fore and aft for tug’s use if 
necessary. 

Tanker’s fire-fighting equipment must be ready for use on fore and 
main deck. 

3 tugs are equipped with fire-fighting apparatus. 

CONSULS: France. 


(See Plan) 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


REPAIRS: Very limited facilities. No dry docks. No possibility for radio/ 
radar repairs. 

No repairs may be carried out on board a tanker without first obtaining 
the Harbour Master's permission. 
WATCHMEN: Not compulsory but recommended. The Port 
Commandant may impose a guard on vessels carrying certain cargoes. 
CUSTOMS ALLOWANCES: i) packets cigarettes and 1 bottle of wine 
or alcohol per man per day. 

REPATRIATIONS: Can be arranged via Algiers. 

AIRPORT: Dar-el-Beida International Airport at Algiers, 240 km. from 
Bejaia. 

POLIGE/FIRE/AMBULANCE: Police, tel. 92.04.22. Ambulance/Fire, 
tel. 92.00.02 or 14. 

TELEPHONES: None on board, but telephone exists at each tanker 


berth. 
SHORE LEAVE: Allowed, provided seamen carry identity cards or shore 


S. 
DEVELOPMENTS: Port to be expanded to accept vessels of 30,000 
d.w.t. 


SHIPMASTER’S REPORT: January 1987. 

While anchored at Bejaia waiting to berth, the vessel was boarded by 
the Algerian Coast Guard. 

All ship's papers were correctly presented. 

All trading certificates were valid. 

No discrepancy between contents of bonded store and Stores List. 

No discrepancy between contents of sabe stores and Stores List. 

No discrepancy on Crew Declaration f 

The vessel was considered to have violated the Algerian port 
regulations by failing to dip the ensign as a courtesy to the Algerian 
Coast Guard cutter. This was the vessel's first visit to the port and not 
having a copy of Algerian Port Regulations was not accepted as an 
excuse. 

In order to avoid a “stiff’ penalty (U.S.$ 1,000.00) and delay to the 
vessel, a large quantity of stores were removed by the Coast Guard. 
They consisted of 12 bottles whisky, 12 cartons cigarettes, 4 bottles 
rum, 2 cases beer, tins of sardines, luncheon meat, corned beef, 
herrings and mandarine oranges, jars of mixed fruit jam, jars of 
marmalade, tins of mixed fruit, butter, biscuits, apples and 3 legs of 
mutton. 

A signed statement “for the use of Bejaia Customs” was written on 
the reverse side of the Stores List stating that 9.5 litres spirits and 10,600 
cigarettes and various souvenirs had been removed from the vessel. 

All crew accommodation was searched and all soap in excess of one 
tablet per cabin was confiscated. 


SHIPMASTER’S REPORT: February 1989. 

Vessel: 90,000 d.w.t. 

Anchoring: Vessel anchored without a Pilot after contacting Port Control. 
VHF: Pilot on Channel 8. 

Tugs: For berthing vessel used one tug on the starboard bow with 
2 ship's lines and one tug on the starboard quarter with 2 ship's lines. 
A third tug was used for pushing alongside. 

Moorings: Vessel berthed port side alongside with 3 head lines, 2 breast 
lines and 2 springs, forward and aft. The head lines and stern lines are 
the first lines sent to the shore. 

Shore Passes: \Immigration issue shore passes in exchange for 
passports which are taken ashore. 


SHIPMASTER’S REPORT: September 1989. 

Fresh Water: When berthed at the oil jetty, fresh water is available 

between 0400 hrs. and 1100 hrs. 

Officials: The following personnel boarded the vessel on arrival: The 
ent, Shipper, Loading Master, Surveyor, 3 Customs Officers, 

3 Immigration Officers, Doctor and 2 Port Control Officers. 

Cargo uments: The Cargo Documents are delivered on board after 

completion of loading. This can be from 10 minutes after completion to 

as long as 3 hours after completion. 

Shore Passes: On our last visit to the port, shore passes were in short 

supply so we made extra copies. On this visit we used some of the 

copies we made and the Immigration officials asked us to hand over 

any blank copies we still had remaining. 


AUTHORITY: Office National des Ports, Mole Casbah, B.P.94, Bejaia. 
Tel: 92.18.04/05, 92.35.03. Telex: 83055, 83940. 


DELLYS: 36.55 N. 03.55 E. (See Plan) 


DOCUMENTS: Documents which the Master of the vessel must prepare 
prior to arrival for necessary port formalities. 

(a) for the Agent of Societe Nationale des Transports Maritimes or 
Compagnie Nationale Algerienne de Navigation (The two Algerian 
National Shipping companies): 

2 Crew Lists. 

2 Stores Lists, including bonded material. 

2 Foreign Currency Lists. 

5 Cargo Manifests. 

2 Stowage Plans. 

4 Notices of Readiness. 

2 Original Bills of Lading. 

2 Crew and Passenger Personal Effects Lists. 

(b) For Customs: 

1 Cargo Manifest. 

1 Crew List. 

1 Foreign Currency List. 
1 Stores List. 


(c) For the Police (Immigration): 

1 Crew List. 

1 Cargo Manifest. 

1 Narcotics List. 

1 List of Arms and Ammunition. 
PILOTAGE: Compulsory when entering and leaving and for all 
movements (shifting). Pilotage operations only take place during the 
daytime. To request the Pilot, call the Port Captaincy by VHF Channel 
16, or by using signals laid down in the International Signalling Code. 

The Pilot boards the vessel within the confines of the anchorage zone. 
The pilot ladder must be positioned on the starboard side. 
ANCHORAGE: The Bay of Dellys, being open from the North to the 
East, offers a very good anchorage against winds from the West of N.W. 

The anchorage zone is within an area defined by a line joining the 
points of sige og and Garrouba. 

ths vary between 13 m. and 24 m., and the bottom is rocky. 
RE ICTIONS: Movements of vessels ‘(entering and sailing) are not 
permitted at night. 
MAX. SIZE: The maximum authorised draft is 18 ft. 

Overall length is limited to 100 m. for conventional vessels, and to 
105 m. for Ro/Ro vessels. 

HEALTH: No procedure is stipulated in order to obtain Free Pratique. 
Nevertheless, and in the event of illness or infection being suspected 
on board, advise the Port Captaincy by VHF Channel 16 or by telex 
— to arrival in the roads. 

DIO: Algiers Radio is operative 24 hours a day, receiving on 500 kHz 
and 2182 kHz and transmitting on 1792 kHz. 
VHF: The Port Captaincy operates on Channel 16. 
TUGS: None available. 
BERTHING: The port has 2 quays (Quay No. 1 and No. 4), which are 
used by commercial vessels. Berthing at these berths is subject to the 
dimensions of the vessel. 
STEVEDORES: The stevedoring service operates from 0700 hrs. — 
1900 hrs. in 2 shifts, viz. 0700 hrs. — 1300 hrs. and 1300 hrs. — 1900 hrs. 

The gangs are ordered through the Port Captaincy by the SNTM/ 
CNAN Agent for general cargo, and by the receiver where bulk cargo 
is involved. The vessel must notify its ETA to the SNTM/CNAN Agent 
at least 24 hours in advance of arrival. 

As the port has no cranes, operations are effected by ship's equipment 
(cranes, derricks, etc.). 

The average rates of discharge are in the order of 23 t.p.h. per gang 
for bulk cargo and 40 t.p.h. per gang for general cargo. 
pect ge There is a hospital at Dellys for all medical treatment 
required. 

The SNTM/CNAN Agent must be advised prior to the arrival of the 
vessel so that they may make the necessary arrangements. 
DENSITY: 1025. 

FRESH WATER: Drinking water only available at Quay No. 4. 

FUEL: Not available. Vessels can bunker at Algiers port (55 miles) or 
at Bejaia (approx. 65 miles). 

CONSULS: None. 

REPAIRS: Not possible. 

GANGWAY/DECK WATCHMEN: Not compulsory, but recommended. 
The SNTM/CNAN Agent is instructed to provide vessels with watchmen. 
OPENING/CLOSI HATCHES: These operations are to be carried 
out by the ship's crew. 

CUSTOMS ALLOWANCES: 200 cigarettes and 1 bottle of spirits per 
crew member per week. 

REPATRIATION: This can be carried out via Algiers with frequent 
departures to Europe by air and by car ferry. 

AIRPORT: “Houari Boumediene” International Airport at Algiers, 80 km. 
from Dellys. 

TIME: GMT plus 1 hour. 

POLICE/AMBULANCE/FIRE: Police: Tel: 42.95.27. Fire Brigade/ 
Ambulance: Tel: 42.90.50. These services are located within the port 


area. 
SHORE LEAVE: Crew members must carry a passport or Seamen's 
Book, and report to the Port Police where a shore pass will be issued. 
GENERAL: The predominant winds in the Port of Dellys are from the 
West and N.W. 

Ro/Ro vessels destinated for the Port of Dellys must be equipped with 
bow thrusters. 
AUTHORITY: Direction du Port de Dellys, Entreprise Portuaire d'Alger, 
Dellys, Algeria. Contact: Mr. N. Hasseni, Port Director. Te/: 42.98.48/ 
42.93.77. Telex: 76089 Porde Dz; Mr. A. Chaouadi, Port Officer. 
Tel: 42.91.79. 


GHAZAOQUET (Nemours): 35.06 N. 01.52 W. (See Plan) 


APPROACHES: From seaward and during daytime the best landfalls 
for the roads is Tadjera mountain (861 m.) or the square mountain of 
Trara 18 km. to the East of Ghazaouet and the summit of the mountain 
chain of Djebel Fillaouc e visible at over a distance of more than 
20 miles offshore in clear weather. 

The outer channel is 225 m. wide and 12 m. — 20 m. deep and the 
inner channel 166 m. wide and 11 m. — 12 m. deep. There are 5 lights; 
1 at the Two Brothers’ Rock (Les Deux Freres), one at the end of the 
West jetty, one at the head of the old West jetty, one at the West end 
of the North jetty and one on the pier of the North jetty. 

PILOTAGE: Pilotage is compulsory and is provided day and night, 
unless the port is closed. Whilst awaiting the Pilot the vessel must keep 
watch on Channel 12 or 16 VHF. 

Pilotage Area: To the East: meridian passing through the Touent 
Coastguard Station. To the West: the meridian passing through the 
village of El Amadra. 


ANCHORAGE: Limit of the anchorage area: To the East meridian 01° 
51’ 00” Long. West as far as its intersection with parallel 35° 07’ 22” 
Lat. North. 

To the North: Parallel 35° 07’ 22” between its intersections with 
meridians 01° 51’ 00” and 01° 52’ 42". 

To the West: Meridian 01° 52’ 42” of Long. West to half a mile to the 
West of the head of the North Jetty as far as its intersection with parallel 
35° 08' 22”. 

The Port of Ghazaouet offers roads with good holding ground, but by 
virtue of its position, vessels are exposed to all weather. 

MAX. SIZE: Max. length 180 m. Max. draft 28 ft. 

RADIO/VHF: A port radio station, call sign “Ghazaouet Radio”, has been 
installed near the lighthouse. The VHF operating channels are 16, 24, 
25, 26, 27 and 28. 

TUGS: One tug of 1,700 h.p. available and compulsory. 

BERTHING: 


Quay Basin Berth Length Depth 

No. No. (m.) (m.) 
1 Skikda 1-2-3 300 7.0 
Skikda 4-5 160 Ts. 

3 Skikda 6 123 7.0 
4 Skikda i: 94 7.0 
5 D'Oran 8 108 7.2 
6 D'Oran 9 125 7.0 
7 D'Oran 10 103 7.0 
8 D'Oran 11-12-13 300 7.3 
9 Machrek 14 120 8.5 


10 Machrek 15-16-17 289 8.5 
SPECIAL CARGO HANDLING FACILITIES: Quay No. 1 is used for 
discharging oil and tallow by pipeline (max. LOA 120 m., max. draft 
6.5 m.). Quay No. 9 is used for handling acid if the length of the vessel 
is less than 100 m. If vessel over 100 m., loading of acid takes place at 
Quay No. 10 (Berth No. 15). 

There is a grain silo at Mole Tlemcen (Quay No. 10; Berths No. 16 
and 17). Capacity of silo 30,000 tonnes. Rate 700 t.p.h. 
PORT EQUIPMENT: 
Quay Cranes: 


2 x 10 tonnes (Stothert) "3 tonnes (Steimbok) 


Mobile Cranes: 5 x 3 tonnes (Komatsu) 
1 x 40 tonnes (Kato) 6 x _ 5 tonnes (Toyota) 
1 x 27 tonnes (Petitbone) 1 <x 5 tonnes (Manitou) 
1 x 2 tonnes (Rapier) 5 x 8 tonnes (Toyota) 
4 x 20 tonnes (Kato) 3 x 10 tonnes (Toyota) 
1 x 28 tonnes (Hyster) 
10 x 6 tonnes (Komatsu) 
2 x 18 tonnes (Kalmar) 
1 x 25 tonnes (Kalmar) 


Other Equipment: 

1 tractor (Sisu) for Ro—Ro traffic 

4 grain suctors (DK100) 

La suctor (Vigan) 

STEVEDORES: Carried out by Port Monopoly — EPG. Work carried out 
in two shifts and from time to time a night gang is available. Working 
hours from 0700—1900. Port Director can extend working hours beyond 
1900 hrs. for vessels to complete operations and sail. 160 stevedores 
available. 
TANKERS: See “Special Cargo Handling Facilities”. 
FRESH WATER: Available from hydrants at quays and by tug. 
FUEL: This is not provided on a regular basis, however, small quantities 
are sometimes supplied by road tankers. 
POLICE/AMBULANCE/FIRE: Police tel. 32.10.26, Fire Brigade tel. 
32.10.14. Ambulance tel. 32.11.24. 
SERVICES: No deballasting facilities available. Stores available through 
General Maritime (GE.ME). 
BANKS: B.E.A., Bd. Du 1er Novembre, Ghazaouet. Tel: 32.11.68, 
32.13.50. 

C.P.A., Rue de la Republique, Ghazaouet. Tel: 32.10.51. 

B.N.A., Rue de la Republique, Ghazaouet. Tel: 32.12.80, 32.12.68. 
GARBAGE DISPOSAL: Collection service available. Contact Port 
Authority for supply and collection of drums. 

WASTE OIL DISPOSAL: Service not available. 

SEAMAN’S CLUBS: None. 

WEATHER: The strongest and most frequent winds are from the N.W. 
and with the entrance channel aligned East-West passage is dangerous 
since the currents generally follow the direction of the winds. 
GENERAL: Lights: 

Ghazaouet Lighthouse: Lat. 35° 05’ 09” N., Long. 01° 52’ 03” W. 

Passage Lights: Light on the Two Brothers (02), light on end of the 
West jetty, light on the West Jetty head, light at the West end of the 
North jetty and a light on the mole of the North jetty. 

Max. Tide: 40 cm. 

Dominant Winds: Northeasterly and Northwesterly. 

Visibility: Excellent. 

DEVELOPMENTS: The following works are planned: the moles are to 
be re-surfaced and the fendering to be improved, a Ro/Ro ramp is to 
be built at Quay No. 6. Dredging work to take place. 

A maritime station for passenger vessels is to be constructed. 

Two cargo sheds have been built. First shed is at Mole Constantine 
(1,160 sq.m.) and the second at Mole Djanet (2,320 sq.m.). 


SHIPMASTER’S REPORT: 1982 (Updated 1994). 

Name: Ghazaouet (ex-Nemours), Lat. 35° 06’ N., Long. 01° 52’ 21” W. 
Port Limits: As anchorage, a suitable one is within 1 mile of the port. 
The limits are observed around that area. 

Documents: Same as for Algiers. Also every vessel must have copies 
of Manifest and Bills of Lading, minimum 3 copies of each. 


ALGERIA 


Pilotage: Pilotage is compulsory for all vessels except those who comply 
with Article 178 of Maritime Code. Agents arrange for Pilot, who can be 
contacted on VHF Channels 16 and 14. On calling Channel 16 call 
“Ghazaouet Port Control”. Pilot boards in fair weather at anchorage or 
2 to 3 cables from the entrance. Pilot boat has a black hull. Pilot station 
is located at Quay “D”. 

Anchorages: No anchorage boundaries described. However anchorage 
in fair weather can be obtained in 15 to 20 fathoms of water which is 
about 3 to 5 cables North of Northern breakwater. Bottom is sand. 
Anchorage is not protected, it is mostly open and dangerous to winds 
from Northern semi-circle. 

Restrictions: Vessels can berth or sail any time of day or night. 

Max. Size: \t was not stated clearly. This vessel's LOA is 147.5 m., and 
max. breadth of 21.5m. Berthing and unberthing was quite safe. 
Max. permissible draft as stated by Port Control is 10 m., but alongside 
this ship depth in places was 32 ft. Max. length stated which is possible 
for berthing is 180 m. and max. draft 28 ft. 

Health: Pratique is granted after berthing. Two crew vaccination lists are 
to be submitted along with Maritime Declaration of Health (Algerian 
Form). 

Radio: Ghazaouet Radio, call sign“7TE”, VHF Channel 16. 

VHF: At Port Control VHF watch is kept 24 hours. Calling Channel 16, 
working Channel 12. 

Radar: No radar facilities available. 

Tugs: There is 1 tug at present. Ship's lines are used. Tug joins the 
vessel outside the breakwater during fair weather. 

Berthing: There are 5 moles in Ghazaouet, details as follows: 

Mole Alger (A) — Quay No. 1. Depth alongside 7.5 m. to 8 m. 

Mole De Batna (B) — Quay Nos. 2 and 3. Depth alongside 7 m. to 8 m. 

Mole Constantine (C) — Quay Nos. 4, 5, 6 and 7. Depth alongside 
8m. to 9m. 

Mole Djanet (D) — Quay No. 8. Depth alongside 8 m. to 9 m. 

Mole Tlemcen (E) — Quay Nos. 9 and 10. Depth alongside 9 m. to 10 m. 
Specialities: 

Quay No. 1 — Dangerous Cargo, Oil and Tallow. 

Quay No. 8 — Cereals. 

Quay No. 9 — Loading Acids. 

Quay No. 10 — Minerals and Cereals (Silo capacity 30,000 tons). 
Cranes: As per available data. There are 2 cranes of SWL 10 tonnes, 
1 of 12 tonnes and 1 of 14 tonnes. Also there are 4 mobile cranes 
available, capacities are 2x2.5 tonnes, 1x5 tonnes and 1x24 tonnes. 
Bulk Cargo Facilities: The vessel carried corn in bulk. The cargo was 
discharged either into rail wagons or into trucks. Rate of discharge 
variable. If sufficient trucks or wagons available rate can reach up to 
600 tonnes per shift (approx). 

Stevedores: Stevedores are arranged either by Agents or Receivers. 
No separate notice necessary by vessel. 

Medical: Doctors and hospital available at Ghazaouet. Agents to be 
informed in writing prior to anybody seeing the doctor. 

Density: Density was observed to be 1028. 

Fuel: None available. Gas oil may be supplied in barrels if sufficient 
notice given. 

Fresh Water: Available alongside each pier. Rate of delivery about 7 to 
10 tonnes per hour. Also available by tug. 

Consuls: None. 

Surveyors: None. 

Gangway/Deck Watchmen: Agents arrange for same. As long as vessel 
is in port she must have shore watchman. Usual recommendation given 
in port is to lift gangway at night, if vessel not working cargo, at about 
2300 hrs. 

Customs Allowances: 200 cigarettes per man per week, 1 bottle of 
alcohol per man per week. 

Time: GMT plus 1 hour. 

Telephone: Telephones are not available on board. 

Agents: Compagnie Nationale Algerienne de Navigation (CNAN). 
Telephone Numbers: The following important telephone numbers were 
obtained: 

Fire Brigade 32.10.14, Police 32.10.26, Pilots 32.13.45, Port Director 
32.12.20. 


AUTHORITY: Entreprise Portuaire de Ghazaouet, B.P.217, 13400 
Ghazaouet, Algeria. Tel: 32.12.20, 32.12.55, 32.13.45. 
Telex: 18086, 18937, 18836. FAX: (07) 32.12.55. Contact: Med Maharar, 
Port Director/General Manager. 

Harbour Office: Mole de Constantine. Tel: 32.14.05, 32.12.32 and 
32.13.45. Telex: 18937, 18836. FAX: 32.12.55. Contact: K. Mehabi, 
Harbour Master/Port Captain. 


JIJEL: 36.50 N. 05.47 E. 


DOCUMENTS: Same as “Algiers”. 

PILOTAGE: Pilot boards vessel off the breakwaters. 

daytime only. Call Pilot on VHF Channel 16. 

ANCHORAGE: Off the breakwaters at a distance of 0.5 miles — 1 mile, 

depths from 12 fathoms to 20 fathoms. Anchorage not sheltered. 

TUGS: One tug available. 

BERTHS: There are six berths, one of which is a Ro-Ro berth. The 

South Quay 200 m. long and the North Quay 400 m. long. Max. draft 

10 m. 

CRANES: At the North Quay two cranes are available. All other 
uipment available. 

STEVEDORES: Work in two shifts from 0700 hrs. to 1300 hrs. and 

1300 hrs. to 1900 hrs. Fridays and holidays not worked. 

FRESH WATER: Available at Quays No. 1, 2, 4, 5 and 6. 

SHORE WATCHMEN: At Master's discretion. 


Pilot working 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


CUSTOMS ALLOWANCES: 200 cigarettes and an opened bottle of 
spirits. Customs are very strict. 
CARGO GEAR: Stevedores use ship's cargo gear. 
REPATRIATION: Can be arranged via Agent. 
TIME: GMT plus 1 hour. 
IDENTIFICATION CARDS: On arrival Immigration Control inspect all 
passports and Seamen's Books. Shore passes are given at the harbour 
om in excha for Passports, Seamen's Books. 

UTHORITY: Enterprise Portuaire de Jijel, Quai Sud, B.P. No. 87, 
Jijel 18.000, Algeria. Tel: (05) 465334. Contact: A. Mohamed, Chairman 
and General Manager. Captain B. Anmed, Harbour Master. 


MOSTAGANEM (Mestaghanem): 35.56 N. 00.04 E. 
(See Plan) 


DOCUMENTS: 

7 Crew Lists. 

1 Passenger List. 

1 Health laration. 

2 Store Lists, including Bonded Stores. 

2 Crew Personal Effects Lists. 

Lists of Arms and Ammunitions. 

1 List of Currencies. 

Coastguards & Customs: Visit by the Coastguards in the Roads. 

Visit by the Customs Officials at the quay. Manifests must be accurate. 
PILOTAGE: Compulsory. There are 3 Algerian Pilots; 24 hour service. 
Pilot boat is black with a white stripe. Vessels arriving after sunset, if 
no cargo work at night, will remain in the Roads until 0600 hrs. next 
morning. Vessels sail at any time during the night. 

ANCHORAGE: Vessels anchor about 0.5 miles from the Sea Jetty, 
recognisable by a lighthouse with a white light at its top (3 flashes, 
1 pause, 3 flashes, 1 pause). 

MAX. SIZE: Max. LOA 180 m. Max. depth of water 27 ft. 

HEALTH: Free Pratique is granted upon berthing and producing Health 
Declaration and Vaccination List. If any Vaccination Certificates have 
expired, Free Pratique will be granted and Health Authorities will arrange 
the vaccinations on request. 

RADIO: Alger Radio, receiving on 2182 kHz., and working on 1792 kHz., 
on 24 hours basis. Also Oran Radio, listening on 2182 kHz., and working 
on 1735 kHz., on 24 hours service. Advisable to use the latter. 

VHF: At the Harbour Master's Office, working on Channel 16, officially 
24 hour service, English, French and Arabic spoken. 

TUGS: Two tugs available, request to be made to Pilot. 24 hour service. 
BERTHING: Eight berths available. Total length of quays, 1,100 m. 


Berth Length Depth 
No. (m. (ft.) 
NP1,NP2,NP3 217 13.3-22.6 
0 115 23 
1 140 25 
2 140 25 
3 132 25 
4 135 25 
5 135 25 
6 140 23 
7, 140 27 
xX, Y Service Quays 


CRANES: 26 tons and 3x15 tons. Also 5 additional cranes. 
STEVEDORES: Supplied by Port Authority. 3 shifts of 6 hours each 


from 0700 hrs. — 0100 hrs. Ship's gear to be used if cranes not available. 


MEDICAL: All facilities available. 

DENSITY: 1025. 

FRESH WATER: Available at certain quays, otherwise by tug. 

FUEL: No facilities. Vessels must proceed to Oran or Arzew for 
bunkering. 

CONSULS: None. 

REPAIRS: Only minor repairs can be carried out by workshop. Repairs 
on board with Port Captain's permission. 

GANGWAY/DECK WATCHMEN: Not compulsory, but strongly 
pace ep Port Authorities and Agent. 

OPENING/CLOSING HATCHES: Can be performed by ship's crew or 
by stevedores. 

CERTIFICATES: All certificates are required in the case of an inspection 
from the Maritime Authorities or in the case of arrest. 

CUSTOMS ALLOWANCES: 1 bottle of spirits and 1 carton of cigarettes 
are allowed for every Crew member. Anything in excess of this amount 
will be sealed. 

REPATRIATION: It is possible and easily arranged by Agent 
(GEMA(1)). 

AIRPORT: At Oran, La Senia Airport, 80 km. distance, with 3 daily 
domestic flights to Algiers. 

TIME: GMT plus 1 hour. 

HOLIDAYS: See “Algiers”. 

SHORE LEAVE: No restrictions, except for some nationals. 
IDENTIFICATION CARDS: On leaving the vessel, Crew members to 
— their passports, which will be kept at the harbour gate, whilst 
ashore. 

PORT REGULATIONS: No repairs to main engine, no lifeboat practices, 
no work on hull and anchors without prior permission from Port Captain. 
Offenders will be heavily fined. 

DEVELOPMENTS: A Ro/Ro berth and a general cargo berth under 
construction. Depth of water 30 ft. 
AUTHORITY: Entreprise Portuaire de Most 
Mostaganem. Tel: (06) 21.74.11, 21.17.77. Telex: 14086, 14097. 
Fax: (06) 21.78.05. Contact: M. Lakehal, Director General 
(Tel: 21.14.11). M.Bouabida, Harbour Master (Tel: 21.38.81). M. Cherif, 
Director-Stevedores (Tel: 21.69.43). 
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anem, P.O.Box 131, 


ORAN (Wahran): 35.43 N. 00.39 W. 


DOCUMENTS: 
Inward Declaration to be completed and handed to the pilot. 
Crew List. 
Manifest of Arms on board. 
Cargo Manifest. 
Stowage Plan. 
Passenger Manifest. 
Seamen's Books. 
Health Declaration. 
Crew Declaration for Customs. 
Ship's Stores Declaration. 
APPROACHES: The approaches to the port are indicated by: 
The lighthouse 11.5 miles to the East, with the addition of a radio 
beacon, in position Lat. 35° 51’ 40” N., Long. 00° 29’ 19” W. 
Cap Falcon Lighthouse 9.5 miles to the West, in position Lat. 
35° 46’ 08” N., Long. 00° 47’ 09" W. 
Access to the port: An access channel 150 m. wide and 24 m. deep is 
peg: en by a rotating white light in position Lat. 35° 43’ N., Long. 
00° 37' W. 
Vessels entering or leaving the port must obligatorily use the 
navigation channels defined below: 
West Channel: 
A separation zone one mile wide is established, the axis of which 
connects the following geographical points: 
1. Lat. 35°52’ 12” N. Long. 01° 12’ 06" W. 
2. Lat. 35° 48’ 36” N. Long. 00° 39’ 30” W. 
The external W.S.W. limit of the channel is fixed by the line joining 
the following geographical points: 
1. Lat. 35°52’ 12” N. Long. 00° 12’ 06” W. 
2. Lat. 35° 48’ 36” N. Long. 00° 39’ 30” W. 
On both sides of this separation zone, a safety zone is instituted which 
is 1.5 miles wide. 
The main traffic lane is orientated 090° — 270°. 
East Channel: 
A separation zone one mile wide is established, the axis of which joins 
the following geographical points: 
1. Lat. 35°02’ 30”N. Long. 00° 26’ 44” W. 
2. Lat. 35° 52’ 00” N. Long. 00° 34’ 44” W. 
The external Eastern limit of the channel is fixed by the line joining 
the following geographical points: 
1. Lat. 36°01’ 24”N. Long. 00° 24’ 24” W. 
2. Lat. 35°51’ 00” N. Long. 00° 32’ 24” W. 
On both sides of this separation zone, a safety zone is established 
which is 1.5 miles wide. 
The principal traffic lane is orientated 032° — 212°. 
PILOTAGE: Compulsory. a by Agents’ basis vessels ETA. 
International Code signals used. Pilot boards at port entrance. 
ANCHORAGE: Anchorage is along the meridian of 00° 39’ West and 
the latitude of the 612 m. mark of Djebel-Khar. 
Lame, vessels anchor with the assistance of a port pilot. 
RE: ICTIONS: The port is open to navigation throughout 24 hours. 
MAX. SIZE: Length 800 ft. Draft 38 ft. 
HEALTH: Free Pratique is granted by the Maritime Health Brigade on 
arrival, provided no anomalies or illness have been discovered on board. 
Pratique is automatic for vessels coming from other Algerian ports. 
RADIO: Oran Radio, Arzew Radio and Boufarik Radio. 
TUGS: 1 x 1,200 h.p., 1 x 1,500 h.p. and 1 x 1,700 h.p. 
BERTHING: Mole 1: Tankers, depth alongside 39 ft. Mole 2: Tankers, 
depth alongside 33 ft. Cargo vessels: Twenty berths at quays with 
depths from 20 ft. to 33 ft. alongside. 
MEDICAL: Doctors and ambulances are available to give help to sick 
seamen. Visits are arranged by the ship's agent. 
FRESH WATER: Available on the quay. Employees of the Port 
Undertaking attend to connection and disconnection of hoses. 
FUEL: Bunkers can be delivered by barge belonging to NAFTAL, at a 
rate of 50 cu.m.p.h. — 150 cu.m.p.h. 
Lubricants are supplied by NAFTAL, by arrangement through the 
ship’s agent. 
REPAIRS: Only minor repairs can be effected. 
WATCHMEN: Not compulsory but recommended. The Port 
Commandant may impose a guard on vessels carrying certain 
categories of hazardous cargoes. 
The accommodation ladder is to be raised at night. 
CUSTOMS ALLOWANCES: Three packets cigarettes and one bottle 
of wine or alcohol per man per day. 
AIRPORT: La Senia, 7 km. away. 
HOLIDAYS: 1st January, 1st May, 19th June, 5th July, 1st November. 
First Mouharem (Hegira Year), Aid-el-Fitr, Aid-el-Adha. 
AUTHORITY: Entreprise Portuaire d’Oran, Direction Generale, 
6 Avenue Mimouni Lahcene, B.P. 106, Oran, Algeria. Te/: 39.56.10, 
39.57.82, 39.37.82. Telex: 22422. Contact: The Director General. 
Capitainerie du Port, Mole Ibn-Batouta, Oran. Tel: 39.43.63, 39.23.37. 
Telex: 22308. Contact: Port Captain. 


SKIKDA: 36.53 N. 6.54 E. (See Plan) 


PORT LIMITS: South of a line joining Ras Filfila and Sirigina Island 
(096°-276°). Charter Party laytime starts at this line. 
DOCUMENTS: 
Harbour Master's Office: 

Ballast Declaration (for tankers). 

Certificate of Registry. 

Safety Construction Certificate. 

Safety Equipment Certificate. 

Load Line Certificate. 

Radio Telephony and Telegraphy Certificates. 

Fire Extinguisher Certificate. 

Cargo Gear Certificate. 

IOPP Certificate. 
Quarantine: 

Completed Declaration of Health. 

Valid Derat Certificate. 

International Vaccination Certificates. 
Customs: 

2 Crew Declarations. 

1 Ship's Stores Declaration. 

1 Crew Effects Declaration. 

1 Currency List. 

1 Narcotics List. 

1 Arms Declaration. 
Immigration Office: 

2 Crew Lists. 

1 Arms Declaration. 

Complete 4 Declarations given by the Immigration Agent. 
Agency: 

2 Crew Lists. 

Clearance from last port. 

1 Ship's Stores Declaration. 

1 Crew Effects Declaration. 

1 Currency Declaration. 

1 Narcotics Declaration. 
PILOTAGE: Compulsory for vessels of 500 g.r.t. and over. Pilotage 
arranged by calling Harbour Office on VHF Channel 16, working on 
Channel 14. 

There are 7 Pilots available at the port. 
ANCHORAGE: Safe anchorage in the authorised areas in the Roads. 
See chart for location. 
RESTRICTIONS: No berthing at night for tankers, LNG and LPG 
vessels. Unberthing possible day and night. 
Old Port Turning Basin: Diameter 360 m. Depth 11.0 m. 
New Port Turning Basin: Diameter 550 m. Depth 14.0 m. 
Wind Limits in Port: Old Port: Force 7-8 (Beaufort Scale). New Port: 
Force 5-6 (Beaufort Scale). 
MAX. SIZE: New Port: Berth No. 3: Max. LOA 260 m. Depth 16.0 m. 
Max. draft 14.80 m. 
RADIO/VHF: Skikda Radio and Annaba Radio on VHF Channel 16. 
Boufarik Radio on 2182 kHz. Also see “Pilotage”’. 
ETA: 24 hours Notice of Arrival required by telex or radio through a 
coastal radio station. ETA to include: LOA, draft, nature of cargo and 
tonnage. 
TUGS: 6 tugs, 1,500 h.p.—3,400 h.p. Tugs compulsory for vessels over 


1,500 g.r.t. 
BERTHING: 
Old Port: 
No. of Max. 
Quay Berth Berths LOA Draft Remarks 


1 P4 1 150 8.00 _ Bitumen 10,000 tons 
2 12 1 155 8.53 General cargo 
3 11 1 145 6.50 General cargo 
4 10 1 140 6.40 Silo 
9 2 130 6.00 20,000 ton 
8 140 6.00 General cargo 
s) if 3 135 6.00 General cargo 
6 125 6.00 Ro/Ro berth 
6 5 1 150 6.40 Ro/Ro berth 
7 4 2 160 9.00 General cargo 
3 80 6.00 Generai cargo 
8 2 2 140 8.50 General cargo 
1 140 8.50 General cargo 
Marinele aoa 2 290 10.50 General cargo 
Pi 190 11.00 
canes P2 3 220 12.00 Refinery products 
P3 230 13.00 
New Port: 
No. of Max. 
Quay/Berth Berths LOA Draft Remarks 
(m.) (m.) 
General Quay 1 240 10.00 
P1 1 230 12.80 Tankers — Berth 
P2 1 230 12.80 from 50,000 tons 
P3 1 260 14.80 to 100,000 tons 
LNG Berth 
ie : at ay from 45,000 cu.m. 
. to 90,000 cu.m. 
LPG — Berth 
P5 1 180 1050 | Aen vagal 
Ethylene Aromatique 
At 1 140 10.50 { sod00 cum. 


ALGERIA 


CRANES: 3x15 ton mobile quay cranes; 3x40 ton and 1120 ton 
mobile cranes; 7x5 ton and 56-10 ton electric cranes and 160 ton 
floating crane. 
STEVEDORES: First shift: 0600 hrs. to 1220 hrs. 
Second shift: 1300 hrs. to 1900 hrs. 
Third shift: 2000 hrs. to 0200 hrs. 
Stevedores can be contacted by Tel: (08) 75-61-44 or by VHF 
Channel 8. 
MEDICAL: Hospital and medical services are available. 
TANKERS: Loading and unloading operations by FMC Arms of 12 in., 
14 in. and 16 in. Also see “Berthing”. 
DENSITY: 1023. 
FRESH WATER: Limited supply available at piers. 
FUEL: Available by barge, arranged by Agent. 
CONSULS: None. 
REPAIRS: Arranged by Agent. Permission of Harbour Master's Office 
required before any maintenance or repairs undertaken. 
DRY DOCKS: None. 
SURVEYORS: None. 
GANGWAY/DECK WATCHMEN: Usually ship’s crew and ship's 


angway. 

PENING/CLOSING HATCHES: By ship's crew. 
CUSTOMS ALLOWANCES: 200 cigarettes per man per week. 
REPATRIATION: Possible. A Declaration is to be made to the 
Immigration Office 24 hours in advance of any crew departures. 
AIRPORT: Constantine (Ain el-Bey) 100 km. from Skikda, Annaba 
(Saline) 130 km. from Skikda. 
TIME: GMT plus 1 hour. 
EMERGENCY COORDINATION CENTRE: Contact Port Captaincy, on 
VHF Channels 16 and 14. Tel: (08) 75.51.48/75.25.53. Fax: (08) 
75.29.70. 
SHORE LEAVE: No restrictions. 
IDENTIFICATION CARDS: Shore passes supplied by Immigration 


Office. 

GENERAL: Supplies: Agent requires 48 hours notice. 

Regulations: All tankers are inspected by a Port Officer and Check List 
is completed before start of loading. 


SHIPMASTER’S REPORT: May 1984 (Updated 1994). 

New Port, Berth No. 3. 

Pilotage: 7 Pilots available and 3 Pilots are on duty at any time (one 
Pilot for old port, one Pilot for new port and one Pilot on stand-by). 
Documents: 

5 Crew Lists (indicate Nationality and Seaman's Book Number). 

1 Health Declaration. 

4 Stores Lists. 

3 Personnel Effects Declarations. 

3 Arms and Ammunition Lists. 

3 Narcotics Lists. 

3 Foreign Currency Lists (including Crew's personal currency). 
Restrictions: Vessels are able to berth between 0600 hrs. and 2100 hrs. 
and unberth up until midnight. 

Vessels to have propeller immersed and be trimmed less than 3.0 m. 
by the stern. 

Entrance Channel: 1 Green buoy at the entrance, with plenty water 
on both sides. Channel dredged to 18 m. There is a sandbank on the 
port side of the inner entrance with less than 8 m. depth. Care is needed 
when leaving berth without Pilot (which seems normal practice here in 
Winter time.). 

Tugs: 4 tugs from 2,500 h.p. — 3,500 h.p. (2 tugs forward and 2 tugs 
aft). Ship’s ropes used. 

Berthing: Vessel berthed at No. 3 “Jetee du Large”, port side to. Depth 
of water 16.0 m. 4x16 in. loading arms, but only one available, rate 
2,200 cu.m.p.h. 1x12 in. arm for bunkers. 

The use of wire ropes for mooring is very difficult, some Pilots require 

rope moorings. 

VHF: Channels 16 and 14. 

Time: UTC plus 1 hour. From June 15th until end of December, UTC 
plus 2 hours. 


SHIPMASTER’S REPORT: June 1987. 
Documents: 

8 copies Crew List. 

3 copies Crew Declaration. 

3 copies Manifest (Ship’s Stores, Currency (including Safes, etc.). 

1 copy Health Declaration. 

2 copies Currency List. 

6 copies Cargo Manifest. 

The Authorities are very strict, especially over currency (including 
Master's safe) and alcohol. A Ship’s Fixture List is required which is to 
include radios, computers, photocopiers, etc. 

Pilotage: Pilot boarded at entrance to breakwater. Pilot may be 
contacted on VHF Channel 14. 

Anchorage: |n depth of 20.0 m. with breakwater light bearing 108° T at 
a distance of 0.8 miles. 

Restrictions: Berthing times are flexible. The following are approximate 


times only. 

Summer Berthing 0600 hrs. — 2000 hrs. 

Winter Berthing 0900 hrs. — 1800 hrs. 

Summer Unberthing 0900 hrs. — 2000 hrs. 

Winter unberthing 0900 hrs. — 1800 hrs. 

VHF: Port Control operate 24 hours on Channels 16 and 12. 
Berthing: Vessel berthed at Berth No. A1 in Port Methanier to load 
ethylene. 

Vessel berthed starboard side to, inner berth on the inner breakwater. 
The port anchor is to be kept ready. A tug from the general cargo port 
pushes vessels alongside. A launch runs the moorings, 2 lines and 
2 springs forward and aft. The fendering is good. Ship's gangway used. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Loading: Pantene loaded at 200 tonnes p.h. Liquid and vapour arms NOTES 
are 8 in. 150 ASA. , od i 
Vapour return to flare by way of shore compressor. Please also advise Shipping Guides Ltd. 
The surveyors were helpful and documentation carried out quickly. 
Vessel stays alongside to cool to —100° C. 
Loading temperature — 99° C. 
Medical: Doctor and dentist available. Only emergencies handled on 
Tuesdays and Fridays. 
Fresh Water: Not available at berth or from barge. Limited quantities 
available by tug. 
Fuel: All grades available in harbour by barge. Also available at 
anchorage in good weather. 
Repatriation: There are direct flights to Paris and Marseilles from 
Constantine 100 km. away. 
Outward flights from Algiers, it takes 3 days to arrange clearance, 
tickets, etc. 
Holidays: Moslem holidays are Tuesday and Friday. 
Stores: Choice is limited and prices are high. Agent requires prior notice 
of vessel’s requirements. 
ximate costs (per kilo): Frozen Meat U.S.$ 32.0, Potatoes 
U.S.$ 2.0, Tomatoes U.S.$ 3.0, Apples (eating) U.S.$ 7.0 
Developments: in the near future the deep channei between the 20 m. 
contour and Berth No. P2 is to be dredged to 18.0 m. C.D. 
Buoy No. 6 has been moved to a new position of Lat. 36° 53.45’ N., 
Long. 06° 56.9’ E. No. 1 Buoy has been withdrawn. 
There is a new outfall for the chemical works just East of the inner 
breakwater, adjacent to Berth No. A1. 


AGENCY: General cargo ships: CATM, Port of Skikda. Tel: 
(08) 95.57.51/52. Telex: 87.815/87.948/87.077. 

Tankers: SNTM/HYPROC, Port of Skikda. Tel: (08) 95.65.68/95.92.73. 
Telex: 87091 and 87973. 

AUTHORITY: Entreprise Portuaire de Skikda, B.P. 65, Avenue Reski 
Rahal, Skikda, Algeria. Te/: (08) 95.98.29. Telex: 87840 Epski. 
Contact: Harbour Master. Tel: (08) 95.51.42. Telex: 87907 Caski. 
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AMERICAN SAMOA 


American Samoa NOTES 

Please also advise Shipping Guides Ltd. 
PAGO PAGO: 14.17 S. 170.41 W. 
DOCUMENTS: 


4 copies Manifest. 

4 copies Freight List. 

4 copies Crew List. 

4 copies Passenger List. 

4 copies Stores List. 

Clearance from Last Port. 
APPROACHES: Depth at entrance 55 m. to 73 m.; fine basin with 55 m. 
to 73 m. but very exposed to heavy swell, making outer part of harbour 
unsuitable as anchorage. Harbour is small with numerous banks in its 
approach. Around the harbour is a fringe of coral reef 91.43 m. to 
457.18 m. offshore, and beyond this reef there is deep water where the 
largest vessels can lie. Good anchorage anywhere in inner harbour with 
depth 11 m. to 45.8 m. Best anchorage for large vessels in 36.6 m. off 
Fagatogo village, West of former Naval Station. Anchorage also in outer 
harbour in good weather. 
PILOTAGE: Not compulsory. Two pilots available. Vessels must make 
arrangements 72 hours prior to ETA and communicate by VHF Channel 
16 on arrival. 
Requesting Pilot: Request for pilot may only be made by the Agent or 
the owner's representatives at the Harbour Master's Office. 
Pilot Station: Pilot will board vessels at Pilot Station (Buoy No. 2) or 
Whale Rock Buoy, and off Tower Rock in extreme calm weather 
conditions. 
ANCHORAGE: See “Approaches”. 
RESTRICTIONS: Entering and berthing up to 2200 hrs., weather 
permitting. 
MAX. SIZE: Largest vessel: 43,000 tons. Max. draft 11.4 m. 
TUGS: 3 Tugs. 1 x 1,750 h.p., 1 x 1,530 h.p. and 1 x 300 h.p. 
BERTHING: The average depth of harbour is about 45.8 m., at Main 
Wharf 9.97 m. Station Main Dock, for handling general cargo is 
123.42 m. long, 18.29 m. wide and 9.74 m. depth alongside. Fuel Dock, 
for fuelling only, is 123.91 m. long, 13.71 m. wide and 10.08 m. depth 
alongside. Customs Dock, for handling general cargo, is 121.91 m. long, 
6.10 m. wide and 2.74 m. depth alongside. Between the Station Main 
Dock and the Fuel Dock is a new extension to the Main Dock of 
352.23 m. long, 20.73 m. wide where vessels with drafts up to 6.3 m. 
are allowed to berth alongside. Plans for dredging depth alongside up 
to 10.15 m. are underway, also for completion of the new dock. 
Private Wharves: Two cannery wharves on North side of harbour, each 
extending to 121.91 m. with 7.01 m. alongside at L.W. Another wharf 
belonging to Southwest Marine Co. at North side of harbour is 152.44 m. 
long, 15.24 m. wide and 7.01 m. depth alongside. This wharf is parallel 
with cannery docks. 
CRANES: 1 Mobile crane of 90 tons capacity and 1 mobile crane of 
60 tons capacity. Two floating cranes, one with a capacity of 25 tons 
and another with a capacity of 65 tons. Cranes of 2.5 tons to 35 tons 
capacity available. 
SPECIALISED CARGO HANDLING FACILITIES: Containers and Ro/Ro: 
Container ships up to 249.93 m. LOA with a maximum draft of 9.97 m. 
berth at the Main Dock. Six mobile container forklifts available for 6.19 m. 
containers. 
STEVEDORES: Working Hours: 0730 hrs. — 1600 hrs., Monday to 
Friday. Rate for general cargo 32 tons — 40 tons per hour. 
MEDICAL: Government owned Lyndon B. Johnson Tropical Medical 
Center at Faga’alu, Pago Pago, American Samoa 96799. 
TANKERS: Facilities for vessels up to 195.06 m. length and 10.1 m. 
maximum draft. Tanker discharge facilities include 1 x 12 in. pipeline 
for fuel oil, 1 < 6 in. pipeline for diesel oil, 1 < 6 in. pipeline for gasoline 
and 1 x 4 in. pipeline for kerosene. Rate of discharge unlimited. 
FRESH WATER: Available in unlimited quantities except during the 
three months commencing June 15th. 
FUEL: Diesel, gasoline and lube oil available. 
REPAIRS: Available through Southwest Marine of Samoa Inc. in Pago 
Pago. Tel: 644-4123, 633-2883. Telex: 525 SWM SB. 
AIRPORT: Tafuna International Airport is 11.2 km. from the port. 
HOLIDAYS: Local Holidays: New Year, President's Day, Good Friday, 
April 17th, Memorial Day, July 4th, Labour Day, Veteran's Day, 
Columbus Day, Thanksgiving Day, Christmas Day. 
POLICE/AMBULANC RE: Tel: 911, 633-1111, 633-1222. 
GENERAL: Floating Equipment: 240 ton barge and several other small 
craft. Stevedoring handled by 2 local stevedoring companies. 

Kneubuhl Maritime Services Corporation. Telex: 705. 

G.H.C. Reid Shipping & Stevedoring Co. Telex: 782514. 
Provisions: Fresh provisions and fruits, tinned foods in large quantities 
and meat available. Pork and poultry also available. Ice is available. 
Offshore Facilities: Four mooring buoys in inner harbour. 
Tides: Average rise and fall 1.2 m. 
DEVELOPMENTS: Enlargement of existing container yard. 
AUTHORITY: Department of Port Administration, Government of 
American Samoa, Pago Pago, American Samoa 96799. Tel: 633-4251, 
633-4449. FAX: (684) 633-5281. Contact: Mr. Leroy Ledoux, Port 
Director (Tel: (684) 633-4251). Silila F.Patane, Harbour Master (Tel: 
(684) 633-4251). 
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Angola 


CABINDA: 05.32 S. 12.11 E. 


DOCUMENTS: 

7 Manifests for each port of origin of cargo for Cabinda, plus 1 copy 
of each Bill of Lading. 

8 Passenger Lists (Disembarking/in transit) even if “nil”. 

7 Crew Lists. 

8 Lists of ports previously visited. 

2 Lists of Crew vaccinations. 
3 Lists of Ships Stores. 
3 
5 


(See Plan) 


Personal Effects Lists. 
Firearms and Ammunition Lists (even if “nil’”’). 
5 Lists of Animals and Birds. 
aap forms intended for Customs, Health, etc., can be filled in on 

arrival. 
PILOTAGE: Government Pilots’ service is mee, oe Radiograms giving 
ETA to be sent to Agents via Luanda Radio (or by telegram from Avorn org 
port), and anchorage to be used which is the closest to Cabinda, 
provided locations permit. The vessel is visited by port authorities, and, 
if necessary, the vessel may shift to another anchorage. 

When the cargo is for the account of Cabinda Gulf Oil Limited, the 
vessel must be moved closer to Malongo where the oil companies have 
their own berth for discharge of various cargo into barges. 

Tankers: The Mooring Master boards the vessel at the anchorage area. 

All manoeuvring of vessels within the Cabinda Terminals oe 
areas is to be done only in accordance with the advice of the CABG 
Mooring Master, subject to the understanding that in all cases and 
circumstances the Master of the vessel being manoeuvered shall remain 
solely responsible on behalf of his vessel and the vessel's Owners for 
the safety and proper manoeuvring of the vessel. 

CABGOC Mooring Master will remain on board throughout the export 
vessel's stay on the berth to coordinate transfer operations. Therefore, 
suitable officer standard accommodation shall be provided for him on 
board the export vessel. 

The service of a Mooring Master is provided upon the express 
understanding and condition that when a Mooring Master furnished by 
CABGOC goes aboard an export vessel for the purpose of assisting 
such vessel, he becomes for such purpose the servant of the Owners 
of the export vessel, and CABGOC shall not be liable for any damage, 
loss or injury which may result from the advice or assistance given or 
made by such Mooring Master while aboard or in the vicinity of such 


vessel. 

ANCHORAGE/APPROACHES: Approach to the Anchorage/Pilot 
Boarding Area: Normally all communications will be with the Malongo 
Shore Terminal. When within VHF communication range, the Master of 
the export tanker should ascertain berthing prospects from Malongo 
Shore Terminal for the oil vessel and LPG terminals. Should it be 
necessary to anchor, then the vessel should proceed to the 
recommended tanker anchorage, which is Lat. 05° 28.5'S., 
Long. 11° 59.0’ E. 


Anchorage for any vessel in any other area within the terminal limit is 
prohibited unless special clearance is received from Malongo Terminal. 


Arrival at Pilot Station/Anchorage Area: Means of access to vessel by 
the CABGOC Mooring Master shall be provided in accordance with the 
requirements of SOLAS, and early advice will be given by CABGOC 
Mooring Master regarding the side of the vessel where access should 
be provided. At night, the access area shall be adequately illuminated 
to provide for the approach and boarding of the Mooring Master, 
Government Officials and for CABGOC representatives. 

The Conditions of Entry into and Use of Cabinda Terminal and 
Agreement for Hiring of Tugs will be presented to the Master of the 
export vessel and shall be signed by him on behalf of himself, the vessel 
and her Owners prior to the departure from the Pilot Station and 
commencement of berthing operation. 

The Notice of Readiness will be accepted on arrival for the Malongo 
SPM Oil Terminals, but only between the hours of 0600 and 1800 and 
between 0600 and 1600 for Mai io LPG Terminal, provided that the 
CABGOC representative is satisfied that the export vessel is apparently 
in all respects ready to moor and load. In the case of LPG vessels, such 
N.O.R. shall include adequate cool-down of and no contamination on 
ae tanks and connection and appropriate purging of cargo vapour 

Ses. 


Notice of Readiness will not be accepted during a period when 
berthing is suspended on account of adverse weather, or when an export 
vessel arrives prior to the date upon which it is nominated to load. 

The foregoing paragraph notwithstanding, in no event shall a Notice 
of Readiness, whether previously accepted or not, be valid or binding 
on the Terminal, unless and until such time as the export vessel, her 
tanks and equipment, are in fact in every respect in the proper condition 
and operation to receive the cargo. 

MAX. SIZE: Cargo vessels, in the anchorage, with 32 ft. draft, may work 

at will. Vessels with greater draft can be accommodated further seaward 

but there is always the risk of swell hampering operations. 

Also see “Single Buoy Moorings”. 

CLEARANCE: cial authorities will board the vessel for clearance, 

normally after berthing/anchoring. 

In the event of arrival during the night, clearance will not be made 
before 0600 hrs. 

RADIO/VHF: Vessels bound for the Cabinda Terminals are required to 

advise their ETA: 

(a) Via telex or radiogram to the office of the vessel's A: 
who will pass information to Cabinda Gu 
(CABGOC) at Malongo. 

(b) Export vessels can also communicate via the “Berge Troll” by 
satellite 871/581 1312131/LAGO. 


nt in Cabinda, 
Oil Company 
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All Vessels: ETA messages are to be sent 72 hours, 48 hours and 

24 hours for oil tankers and 7 days, 48 hours and 24 hours for LPG 

vessels before arrival at the Terminal, and should contain the following 

information: 

(a) Name of vessel. 

(b) ETA in GMT (Angola time is GMT plus 1 hour). 

(c) Name of Master. 

(d) Estimated arrival draft, fore and aft, and displacement. 

(e) Time for discharging clean ballast, if any, also quantity of 
segregated ballast on board. 

(f) If vessel proceeding to any port(s) prior to Malongo, and if so, any 
delays anticipated. 

(g) Quantity of cargo required and any special requirements. 

Export vessels with telex facilities can contact: 

Telex No. 3160 Malongo AN or No. 3948 Malongo AN, or 
communicate via “Berge Troll” by satellite 761/581 1312131/LAGO. 
Additional for LPG Vessels: 

(a) Quantity of cargo to be loaded and bulk loading rate requested 
without use of vapour return line. 

(b) Number and size of vapour and liquid manifold connections. 

(c) Temperature and pressure of each tank and set point of safety 
relief valves on arrival. 

(d) Any defects in vessel or equipment affecting cargo, performance 
or manoeuverability. 

(e) Details of previous 3 cargoes carried. 

VHF and SSB Facilities: For short range communications, a VHF system 

is available covering Channels 1 to 78. Channels 16 (156.8 MHz) and 

12 (156.6 MHz) are monitored continuously. The VHF radio call sign is 

“Malongo Terminal”. 

A high frequency (SSB) radiotelephone system is installed at the 
Malongo Terminal and uses the call sign “Malongo Terminal”. 24 hour 
watch is maintained on the International Calling and Distress frequency 
of 2,182 kHz. After making the initial contact on 2,182 kHz, agreement 
must be reached between the vessel and Malongo to move to any of 
the following frequencies: 2,738, 2,638, 2,056, 2,049 kHz. This facility 
is for medium range communications and should reach, under normal 
conditions, 600 miles by day and about double this distance at night. 
Export Vessel/LPG Storage Vessel/Shore Terminal Communications: 
When the export vessel is at the anchorage, communication between 
the export vessel and the LPG storage vessel or Malongo Shore 
Temrinal will be established on VHF Channel 16, and then transferred 
to a mutually agreed VHF channel. 

For vessel moored at the Cabinda Terminals, communication with the 
shore terminal or “Berge Troll” will be maintained by VHF radio 
sataieie provided by Mooring Master. 

SINGLE BUOY MOORINGS: 

Malonga Oll Terminal — Export Berth No. 1: 

Location: Malongo Oil Terminal Export Berth No. 1 is a crude oil export 
facility operated by Cabinda Gulf Oil Company. Crude oil from the 
Malongo Field onshore tank farm is transferred to export vessels via the 
Malongo SPM. The SPM is located in 75 ft. of water in position 
Lat. 05° 26.2’ S., Long. 12° 04.7’ E. 


apacity: 

Max. draft 55 ft. even keel. 

Vessel Terminal Factor (VTF): 290,000 cu.m. 

Vessel must have the ability to maintain minimum 30% of the Summer 
deadweight at all times either loading cargo and deballasting 
simultaneously, or loading part cargo first, discharge ballast and load 
balance of cargo. 

SPM chain stoppers as per OCIMF recommendations are required. 

Vessel of over 140,000 tons scantling deadweight will only be berthed 
in good weather. Any delay due to unfavourable weather conditions will 
be for the account of the party nominating such vessel. 

Vessel Terminal Factor is obtained by using the following formula: 

Vessel LBP x Beam x Depth, all expressed in meters. 
Navigation: The buoy is fitted with a navigation light flashing morse code 
“B” every 20 seconds with a range of 5 miles and also a foghorn 
sounding one long blast every 30 seconds. 

There are numerous oil well platforms in the vicinity of this Terminal 
in the following positions: 


Platform Latitude Longitude Light 
83-4 5°'25.7''S: 11° 59.6’ E. White 
83-6 5225.1’ S: 11° 59.2’ E White 
84-8 5° 26.1' S. 12° 03.2' E Red strobe 
84-12 5° 29.2’ S. 12° 04.0'E White 
84-16 5° 28.4’ S. 12° 03.5’ E. Green strobe 
84-22 5° 26.6’ S. 12° 00.1' E. Red strobe 
95-3 5° 33.8’ S. 12° 59.1’ E White 
96-1 5° 30.3’ S. 12° 03.8' E White 
84-31 5° 28.3’ S. 12° 00.1'E Green strobe 


of Gp.Fl (3) every 30 seconds. 

A Racon beacon is also installed on this platform. The characteristics 
of this beacon are morse code “G" on a 360° azimuth, range 22 miles. 
Malongo Oll Terminal — Berth No. 2: 

Location: Malo’ Export rth No. 2 is a crude oil export facility 
operated by Cabinda Gulf Oil Company (CABGOC). The SPM Export 
Buoy is located in 105 ft. of water in position Lat. 05° 27.6'S., 
Long. 12° 01.8’ E. 

Capacity: Export vessels up to 325,000 d.w.t. and max. LOA 1,150 ft. 
are accepted. 

Vessel must have the ability to maintain minimum 30% of the Summer 
deadweight at all times, either loading cargo and deballasting 
simultaneously, or loading part cargo first, discharge ballast and load 
balance of cargo. 

SPM chain stoppers as per OCIMF recommendations are required. 


Navigation Aids: The buoy is fitted with a navigation light flashing morse 
code “G"” every 20 seconds with a range of 5 miles and a foghorn 
sounding morse code “U” every 20 seconds. 

Malongo LPG Terminal: 

Location: Malongo LPG Terminal is an LPG export facility operated by 
Cabinda Gulf Oil Company. LPG is stored in the storage tanker “Berge 
Troll’ (maximum capacity 71,300 cu.m./42,920 metric tons) and is 
transferred to the export vessel in a ship-to-ship alongside operation. 
The SPM is located in about 100 ft. of water in position Lat. 05° 24.9 ' S., 
Long. 12° 01.3’ E. 

Capacity: Export vessels up to 40,000 metric tonnes. 

Navigational Aids: The “Berge Troll” SPM is fitted with a navigation light 
flashing morse code letter “C’"’ every 20 seconds, range 5 miles. 


MOORING/UNMOORING: Ma/ongo SPM Operation: 

(a) Mooring operation will normally be undertaken during daylight 
hours (0600 — 1800) under normal weather conditions and with the 
CABGOC Mooring Master's agreement. Unmooring operations will 
usually be undertaken at any time. 

(b) Before arrival at the boarding area, it will be necessary to ensure 
that the following minimum moorings are ready for use on the 
forecastle of the export vessel on arrival at the SPM berth: 

Four mooring ropes, minimum length 220 m. and size 10 in. 
circumference. These lines should be buoyant and in good 
condition. 

(c) When the vessel is within reasonable distance of the buoy, the 
2 ship's lines will be picked-up by the mooring launch and made 
fast to the floating SPM pick-up lines. The ship's lines, used as 
messengers, will then be used to heave the pick-up lines on board 
the export vessel. As the pick-up lines come clear of the water, 
they will be followed by the chafing chains which are attached to 
them. These chafing chains must then be secured to the chain 
stoppers in such a manner that the 2 nylon hawsers are outside 
and clear of the ship's fairleads. The chains will then absorb any 
chafing in the mooring system. The buoy hawsers are each 180 ft. 
long and 15 in. circumference at Berth No. 1, and 220 ft. long and 
18 in. circumference at Berth No. 2. 

(d) Power is required to be available at all times on all deck winches 
and windlass while the export vessel is in the berth. 

(e) Two mooring lines shall be available aft, secured to the bitts and 
of sufficient length to enable a tug to pick-up the eyes and tow on 
it to realign the vessel if necessary. Buoyant lines are requested. 

Malongo LPG Operation: The export vessel will be moored during 

daylight hours only, according to a mooring plan to be agreed between 

the CABGOC Mooring Master, the Master of export vessel and the 

Master of the “Berge Toll’. 

At Malongo LPG Terminal, fendering between the two vessels for the 
alongside operation consists of 4 large fenders, 10 in. diameter x 16 ft. 
length at waterline level, and 5 secondary fenders strategically 
positioned close to the tank deck level. 


HOSES: Malongo Oil Terminals: Afier the vessel has been securely 
moored, 2 16 in. floating hoses will be connected to the export vessel's 
port side manifold. The floating cargo hoses are fitted with Camlock type 
couplings to fit 150 ASA for 16 in. flanges. A hose gang will remain on 
board to attend to all hose operations, but the export vessel's crew shall 
provide assistance as and when necessary on the advice of the 
CABGOC Mooring Master. At such times, an export vessel's deck officer 
shall be in attendance. 

The export vessei will be required to have ready a hose handling 
derrick at the port manifold with a SWL of not less than 15 tons for the 
lifting and connection of the hoses. Where possible, it is requested that 
the derrick runner is on one winch and the topping lift on another, as 
this will make the hose handling and launch operation much smoother 
and faster. 

The export vessel's crew will be responsible for handling the hoses 
and required to operate winch or winches. 

Every care should be taken during the hose handling operations to 
avoid serious damage to the hose, the plastic floats and buoys by contact 
with plate edge, rails, etc. 

Special equipment, e.g. quick release fittings, etc., will be supplied 
from the line-boat when the CABGOC Mooring Master boards. 

To avoid undue delays, a rope messenger shall be ready for use at 
the boarding position. Before hose handling operations begin, manifold 
oil containment facilities shall be ready for use and adequate quantities 
of absorbants available for rapid deployment in the event of spillage. 
Export LPG: The “Berge Troll” will present 2 <8 in. hoses to the manifold 
of the exporting vessel for loading of LPG. It will be the responsibility of 
the export vessel to cooperate with CABGOC personnel in making the 
connection of the 2 hoses to the manifold. The vessel should present 
8 in. (150 ASA) flanges at her manifolds. 

The “Berge Troll” is equipped on her starboard side with 2 hydraulic 
telescopic hose handling cranes. 

Each hose will have a maximum flow rate of 800 tonnes/hr. 

The export vessel shall be responsible for the safe handling of vapours 

generated during loading. Controlled venting to atmosphere is only to 
take place in agreement with CABGOC, and only for preventing cargo 
tanks safety valves to open/release to riser. 
Luanda LPG Export: Product will be transferred via 1 x6 in. flexible hose. 
A total length of 3x25 ft. hoses will be used, permitting 20 ft. of the 
transferring hose to rest on the export tanker to absorb all abnormal 
movement between the vessels. A ball valve will be arranged on the 
export vessel end of the hose to allow liquid to boil-off. Blowing/purging 
will therefore not be necessary. Vapour return is not available. 

Cargo will be delivered at requested temperature by using a cargo 
heater on the “Berge Troll”. Rate is normally expected to be around 
200 tonnes/hr. Export tanker should be able to meet a 6 in. hose (150 
or 300 ASA). 

A 1 ton crane is located 130 ft. aft of the manifold for the purpose of 
transferring personnel between the ships and hose handling. 


ANGOLA 


Small “Luanda LPG" tankers will berth on the ‘Berge Troll's” port 
side, always using their starboard side alongside. Five primary fenders 
6 ft. x 12 ft. size are positioned on the “Berge Troll’s” port side. 

Larger “Luanda LPG” tankers with sufficient freeboard, and able to 

use the primary fenders on “Berge Troll’s” starboard side, may berth 
on this side. All procedures will in such cases be similar to those in force 
for export LPG. 
LOADING/DEBALLASTING: Deballasting Operations — Oil Terminals: 
Export vessels are required to arrive with sufficient ballast or cargo and 
adequately trimmed for safe manoeuvring, with the propeller submerged 
and in no case less than 30% S.d.w.t. 

Cabinda Terminals have no ballast reception or slop disposal facilities, 
and therefore, export vessels are required to arrive with sufficient clean 
ballast suitable for pumping directly to the sea. Export vessels arriving 
with ballast unsuitable for pumping to the sea may be rejected for 
loading, or will be required to keep that portion of their contaminated 
ballast on board. 

CABGOC will not accept any claims for vessels unable to meet such 
requirement. 

It is strictly against the law to pollute the water of the People's 

Republic of Angola. Any Master, his vessel and Owners, may be 
subject to prosecution by the Angolan Authorities, if such pollution does 
occur. 
Transfer Operations — Oil Terminal: The CABGOC Mooring Master will 
remain on the export tanker throughout the transfer operation, and will 
coordinate all activities on board the export tanker with the shore 
terminal. 

The maximum loading rate available for the transfer operation will be 
40,000 barrels per hour, but in no circumstances will the export vessel 
be requested to load at a rate faster than that required by her Master. 

At all times during the transfer operation a responsible deck officer 
shall be in charge of operations. A deck watch in contact with the control 
room is required to continuously patrol the cargo deck and monitor the 
export vessel manifold area and the mooring hawsers. 

When the responsible officer has declared the export vessel ready to 
load with all necessary valves open, the CABGOC Mooring Master will 

ive instructions to commence the transfer at a slow rate. As soon as 
low is confirmed and the integrity of the transfer hose connection is 
established, the export vessel may request an increase to the previously 
agreed loading rate. At any time during the transfer operation, the rate 
can be reduced as requested by the Master or responsible officer of the 
export vessel. At no time should vessel shut down against the flow. At 
least 2 cargo tank valves should be open at all times. 

The CABGOC Mooring Master should be given advance notice by the 
Master or responsible officer of the export vessel when a reduction of 
loading rate is required. 

After completion of loading, various documents, including Bill of 
Lading, Cargo Manifest, Ullage Report, Certificate of Quality, Certificate 
of Quantity, Certificate of Origin and Port Time Log, will be completed, 
and all such documents will be signed by the Master of the export vessel 
prior to departure. If required or requested by the Master, the Agent for 
the export vessel may sign the cargo documents on behalf of the export 
vessel's Master. 

The official quality and quantity of the crude oil delivered to the export 
vessel shall be determined by her Owners and/or Charterers. 
Simultaneous Deballasting and Loading of Cargo Tanks — Oil Terminals: 
This practice is required at Cabinda Terminals. Vessels must have the 
ability to load and deballast simultaneously or load cargo, stop operation 
of loading and deballast, and then finish loading cargo to maintain 30% 
of Summer deadweight. 

These operations shall be done at the sole responsibility of the export 
vessel, its Master and Owners. The most stringent care and attention 
shall be taken by the export vessel throughout, whose Owners shall 
remain fully responsible for, and indemnify and hold CABGOC, its parent 
companies, subsidiaries and affiliates for any cost fine, and expenses, 
of every kind whatsoever, arising out of, on account of, or in any way 
connected with the simultaneous deballasting and loading of the export 
vessel. 

Those vessels with only segregated ballast will be permitted to 
commence rtenyie b during sera at a stage of the operation 
convenient to both the Master and the CABGOC Mooring Master. 
Loading Procedures — Export LPG Tankers: Notice of Readiness will 
normally be accepted at time of arrival when cargo hoses are connected 
ow purged and when the vessel is declared, in all respects, ready to 
load. 

The Master of the export vessel is required to have the blank flanges 
removed from the vessel's port side loading manifold before mooring, 
in order to expedite the connection of hoses. 

Notice of Readiness will not be accepted during a period when 
berthing is suspended on account of adverse weather, or when an export 
tanker arrives prior to the date upon which it is nominated to load. 

The foregoing paragraph notwithstanding, in no event shall a N.O.R., 
whether previously accepted or not, be valid or binding on the Terminal 
unless and until such time as the export vessel, her tanks and equipment, 
are in fact, in every respect in the proper condition and operation to 
receive the cargo. 

Contract conditions for export of LPG may change from year to year, 
and demurrage/dispatch will be settled based on information on time 
sheet mutually agreed. 

While the vessel is being cleared, the CABGOC representatives will 
give the Master of the export vessel written specifications concerning 
the anticipated loading conditions, i.e. gravity, temperature, loading 
rates, etc. The discharge of ballast and cargo transfer program will be 
fully agreed between CABGOC, Master of “Berge Troll’ and the Master 
of the export tanker before any operation is allowed to commence. 

There are no facilities available to discharge excess cargo, should the 
vessel overload. It is, therefore, imperative that the export vessel's 
Master declares the tonnage he requires prior to loading. 

Cargo loading is by “Berge Troll" deep well pumps at a rate of 
approximately 12,000 bbls. (1,000 metric tons) per hour for Export LPG, 
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and approximately 2,400 bbis. (200 metric tons) per hour for Luanda 

LPG. 

Spotlights should be rigged on both wings of the bridge and on the 
forecastie of the export tanker to supplement the “Berge Troll's” deck 
lighting during transfer operations. 

About 30 minutes before the cargo loadi is expected to be 
completed, the CABGOC representative should advised in order to 
coordinate the shut-down between the vessel and the “Berge Troll”. 

When the export vessel has completed loading the cargo, the 
discharging line valves on the “Berge Troll” will be closed. The 2 liquid 
hoses and the vessel's loading piping system in use will be cleared of 
liquid by blowing with warm vapour at an approximate pressure of 
4 kg./sq.cm. from the “Berge Troll”. This operation is carried out and 

ised CABGOC personnel. Only when the CABGOC 

representative has advised that the line clearing operation is completed, 
may the export vessel's manifold be closed. (In an emergency however, 
the export vessel may shut down against flow with immediate notification 
to “Berge Troll”). 

After completion of loading operations, various documents, including 
Bill of ergs Cargo Manifest, Ullage Report, Certificate of Quantity, 
Certificate of Quality, Certificate of Origin and Port Time Log, will be 
completed, and all such documents shall be signed by the Master of 
the export vessel prior to that vessel's departure. The official quantity 
and quality of the LPG delivered to the export vessel shall be determined 
by independent surveyor on the basis of meters and equipment on the 
“Berge Troll”, and shall be final and binding on the export vessel and 
Owners and Charterers. 

The number and size of LPG samples taken will be determined by 
CABGOC. 

Conditions of Acceptance: Cabgoc as operator accepts vessels on the 

understanding that transfer operations will be conducted safely and 

expeditiously, and that the berth will be vacated as soon as practicable 
after loading operations are completed. 

CABGOC reserves the right to refuse to accept a vessel which fails 
to arrive with tanks cooled to the temperature appropriate to the grade 
of LPG to be loaded and with cargo free of any contamination. 

Furthermore, CABGOC reserves the right to suspend operations and 
require the removal of any vessel from the berth for, but not limited to, 
the following: 

(a) Flagrant or continuous disregard of the Cabinda Terminals Safety 
Regulations and Procedures. 

(b) Defects in vessel, eR TT, manning or operations, which in the 
reasonable opinion of CABGOC presents a hazard to the Terminal, 
personnel or the environment. 

(c) Operational performance that fails to utilise satisfactorily the 
available Terminal facilities, and thereby in the reasonable opinion 
CABGOC constitutes an unacceptable constraint on transfer 
operations. 

CABGOC shall not be liable for any costs incurred by a vessel, its 
Owners, Charterers, or Agents as a result of a refusal to load all or part 
of a nominated shipment, delay to or suspension of loading, or a 
requirement to vacate the berth arising from this regulation or from the 
safety regulations. 

LPG Vessels Safety Inspection: As soon as possible after arrival, a 

CABGOC/"‘Berge Troll” representative will board the vessel in order to 

carry out a Safety Check and draw liquid samples from all cargo tanks. 

Analysis results will be available after approximately 2.5 hours. 

A further Safety Check will be carried out on completion of berthing, 
prior to commencement of loading. 

Inert Gas System: 

(a) All crude tankers scheduled to load at Malongo Terminals are 
required to have the |.G.S. plant fully operative and the tanks 
inerted throughout the lifting. 

The oxygen content of all cargo tanks should be maintained 
below 8% by volume. The CABGOC Mooring Master will check 
random tanks upon boarding. 

Failure to comply with this requirement will result in the vessel 
being delayed or rejected. 

Should the 1.G.S. break down during loading, all cargo 
operations will be stopped, and the vessel may be ordered to 
vacate the berth. The cost of any such delays will be for the vessel's 
account. 

(b) Tanks Inspection, Gauging, Sampling, Water Dips and 
Temperature: Should it be necessary for tanks to be inspected, 
then it should only be done on a tank-by-tank basis. The system 
shall be maintained at about 200 mm. water gauge, except for the 
individual tank to be opened which, if possible, is to be isolated 
from the system and the sighting port opened with care. On 
completion of inspection, the tank shall be secured and re- 
pressurised. The next tank is not to be isolated and opened until 
the preceeding tank is secured and open to the |.G. system. 

All gauging, sampling, water dips and temperatures will be taken 
either through special fittings provided or, if it is necessary, to open 
up tanks for this purpose, then this will be done one tank at a time 
as described above. 


CARGO INFORMATION: Malongo Crude: Oil loaded at the Malongo 
Terminals will have varying API gravities in the range 26.3 to 34.6, 
depending on receivers requirements. Cargoes loaded at Malongo Oil 
Terminals may contain quantities of hydrogen sulphide. 

Cabinda LPG: Cabinda LPG will have varying specific gravities ranging 
from 0.505 to 0.595, and be transferred at —35°C to —37°C. Advice on 
gravities and loading temperature will be provided to export vessels prior 
to the commencement of loading. Furthermore, in the case of LPG 
vessels, the final and official gravity will be available as soon as 
a: and usually 2 to 3 hours prior to anticipated completion of 
loading. 


MEDICAL: In an emergency only. There are hospital facilities. Serious 
cases are sent to Luanda. Crew must have certificates of inoculation 
against yellow fever and cholera. 
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DENSITY: 1025. Influence of the current of the River Zaire varies 
according to the time of the year. 

FRESH WATER: Not available. 

FUEL: Not available. 

CONSULS: None. 

REPAIRS: Repairs will not be permitted when the export vessel is in 
the Sei Egat Repair facilities are not readily available. 

pg olor N: Not necessary. The authorities place a port policeman 
on F 

OPENING/CLOSING HATCHES: By the crew or stevedores. 
CERTIFICATES: Ship's Register, certificates of deratting (valid) and 
certificate of life savi uipment. 

CUSTOMS ALLOWANCES: Customs normally place no restrictions on 
the consumption of alcoholic drinks on board, but under no 
circumstances may alcohol be taken ashore. 

REPATRIATION: Crew changes are only permitted in emergency 
situations, and then only when personnel involved hold all necessary 
valid certificates and documents. 

AIRPORT: Small airport about 4 miles from the town served by the 
intemal airline with only 1 flight per day to and from Luanda. 

TIME: GMT plus 1 hour. 

HOLIDAYS: ist January, 4th February, 27th March, 1st May, 2nd 
November, 11th November, 10th December, 25th December. 

Oil terminal works throughout. 
POLICE/AMBULANCE/FFIRE: Police Tel. 
22405; Fire Tel. Port Captain 22160/22159. 
SERVICES: None available. 

SHORE LEAVE: No shore leave for tanker personnel. 
IDENTIFICATION CARDS: Supplied by the Agents and stamped by the 
ets cata ice before any person comes ashore. 

GARBAGE DISPOSAL: No service available. 

WASTE OIL DISPOSAL: No service available. 

SEAMAN’S CLUBS: None. No shore leave. 

CURRENCY: Kwanza. 

DELAYS: Tankers are not normally delayed, but dry cargo vessels may 
be delayed if two or more vessels arrive simultaneously, due to a lack 
of sufficient barges. Also, delay in loading and unloading may be caused 
by rough seas. 

The ship's Agent is responsible for making any arrangements and 

providing any information concerning the above. 
GENERAL: Vessels loading at the Cabinda Terminals must comply with 
the latest SOLAS and MARPOL Conventions and Protocols. Vessels 
which are found to be seriously deficient in any way will be refused 
permission to berth or load. 

All vessels are warned to approach the Cabinda Terminals with 
extreme caution, as drilling and survey work are proceeding on a 
continuous basis. 

The national flag of the People’s Re 

permanently displayed by vessels at the 
day and night. 
Environmental Conditions: The rainy season begins in the middie of 
October and extends to the end of April. During this season and 
particularly between December and April, local thunderstorms can be 
experienced, accompanied by heavy rain for periods of 3 to 4 hours. 
Sudden squalls with wind gusts of 75 knots can be experienced. Waves 
of 10 ft. — 15 ft. can be expected during these periods. Wind speeds are 
generally not significant (less than 20 knots). Strongest winds can be 
expected from the S.W. quadrant. 

During the dry season (locally called “Cacimbo"’), generally May to 
September, a Southwesterly swell affects the area. The long swell 
sometimes exceeds 10 ft. — 15 ft. in height. 

The prevailing current sets N.W. to N.N.W., and at times exceeds 
3 knots. Current in the Cabinda area is affected by Zaire River tidal flow, 
as well as heavy rain over the surrounding land area. Thus, ives | 
during the dry season, current setting to the S.S.W. can be experienced. 

In view of the foregoing, Masters of vessels calling at the Cabinda 
Terminals are advised that, under no circumstances, are engine repairs 
or the immobilisation of main engines permitted within the limits of the 
Terminals. 

Agency: CABGOC does not perform any vessel agency functions. 
Vessels calling at the Cabinda Terminals are required to arrange their 
own agency representation from an agency operator in Cabinda. 

Ship Requirements: All requirements of an export vessel will be handled 
by the vessel's Agent. No stores of any kind are available. 
AUTHORITY: Inspector of Operations for Northern Ports, Cabinda. 

Cabinda Gulf Oil Company, C.P. 40, Cabinda, People’s Republic of 
Angola. Tel: Cabinda 391141, 391191. Malonga 22256/7/8/9. Cables: 
CABGOC, Cabinda. Telex: 3160 Malonga, An. Contact: R.K. Connon, 
Director General. Captain C.Fraboni/Captain S.Redivo, Marine 
Operations Superintendents. 

Luanda Office: C.P. 2950, Luanda, People’s Republic of Angola. 
Tel: 91141, 91191, 91241, 91291, 91341, 91391. Cables: CABGOC, 
Luanda. Telex: 31060/3498. 

Capitania do Porto de Cabinda. Te/: 22160. 


22456; Ambulance Tel. 


blic of Angola shall be 
abinda Terminals, both by 


LOBITO: 12.20 S. 13.34 E. (See Plan) 


LOCATION: Lobito is situated in Lobito Bay, midway between Luanda 
and Mocamedes. 

The Port is formed by a 4.8 km. long sandpit, with an approach depth 
of 18.3 m. 

The Port of Lobito is 1,410 miles from Cape Town, 7,537 miles from 
New York, 5,127 miles from Amsterdam, 5,050 miles from Southampton 
and 4,197 miles from Lisbon. 


DOCUMENTS: Required on arrival: 

Health Certificate. 
Vaccination Certificates (cholera and yellow fever). 
Crew Lists. 
Passenger Lists (each for Landing and Transit). 
Lists showing Ports of Call. 
Lists of Articles held by Crew: cameras, binoculars, radio, spirits, 
cigarettes, etc. 
Ship's Stores Lists. 
Dangerous Cargo Lists. 
Unfreighted Cargo Manifests. 
Freighted Manifest. 
Non-negotiable copies Bills of Lading. 
Cargo Plans (preferably before ship's arrival). 

Other necessary official forms prepared by Agent. 
PILOTAGE: When Pilot required outside Harbour Entrance, vessel must 
request via Agent at least 12 hours before arrival. Otherwise Pilot boards 
inside Lobito Bay. Pilot boat: grey hull, white housing. 
ANCHORAGE: Lobito Bay excellent holding ground, depths over 33 ft. 
and easily accessible day and night the year round. 
RESTRICTIONS: Vessels may only enter harbour in daytime between 
0730 hrs. and 2000 hrs. Special permission from the Port Authority is 
required to enter during darkness. 
MAX. SIZE: Length 900 ft., draft 34 ft., max. depth 35 ft. — 37 ft. (normal 
tidal range: 3 ft. 3 in., maximum: 6 ft.). 
HEALTH: Pratique never given by radio, but granted after Port 
Authorities (including Doctor) board vessel between 0700—1900 hrs. 
Pratique granted if no contagious illnesses aboard, otherwise quarantine 
restrictions imposed. Ships calling from other Angolan Ports — except 
coasters — subject same procedure. 
RADIO: Because Lobito Radio (call sign CQZ) operating MW range 
200/400 miles only, all ETA messages, etc., must be routed via Luanda 
Radio (call sign CQW). Agent uses same routeing. 
TUGS: Tug (usually one only) joins vessel for berthing and sailing. Ships’ 
lines used. Occasionally 2 tugs may be required. 
BERTHING: Unless Masters indicate preference, Port decides which 
side alongside. No vessels usually allowed berth after sunset. Sailing 
after dark allowed at Port Authorities’ discretion, up to 2400 hrs. No 
vessel permitted berth without Pilot. Before berthing, vessel must 
effectively cover water outlets, prepare accommodation ladder and have 
anchors “at the ready”. (Authority fine any vessel ejecting water or waste 
on to quays.) Ships carrying explosives not permitted berth before Port 
Captain inspects cargo. 

Passenger and Fruit vessels are given priority regarding berthing. 
General Cargo and Bulk Berths: 

Quay No. 1: Length 570 m., depth 10.36 m. at LW. 

Quay No. 2: Length 552 m., depth 10.36 m. at LW. 

Quay No. 1 is aligned N.E./S.W., with Quay No. 2 running at right 
angles to it at the S.W. corner. 
CRANES: 26 cranes available with capacity 3 tons — 22 tons; 2 mobile 
cranes with capacity 16 tons — 150 tons and 1 floating crane of 100 tons 

acity. 
STEVEDORES: Important that vessel gives accurate ETA at least 
24 hours in advance to enable Agent order necessary gangs. (Gangs 
ordered 0700 and 1500 hrs.) No work usually allowed at the weekend. 
CARGO HANDLING FACILITIES: Bulk Liquids: The terminals for bulk 
discharge of liquids include: 
(a) a terminal at the end of the South Quay for discharge of wine in 
Ik. 
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(b) Two terminals, situated on the final section of the South Quay; for 
discharge of petrol and oils for the Sonangol tanks existing within 
the port areas (see “Tankers’”’). These two terminals also provide 
oil fuelling facilities to ships. 

(c) An off-shore terminal for discharge of petrol and oils for the 
Sonangol tanks existing in the port expansion area, near the base 
of the hills, on the bay side facing the sandpit expansion. 

(d) A terminal at the start of the North Quay, for loading molasses 
through a small tank installed. 

Silos: Silos with 25,000 tons capacity at Quay No. 2. Loading is by 

2 elevators and chutes, each of 250 t.p.h. capacity. 

Loading Plant: Bulk ore loading facilities at Quay No. 2 with loading rate 

450 t.p.h. 

Storage/Warehousing: 15 warehouses and sheds available, capable of 

storing over 100,000 tons of goods. Ten reefer chambers, each with 

canecky between 100 cu.m. and 120 cu.m., storage temperature +3°C 
to — 18°C. 

MEDICAL: Radio before arrival if medical assistance necessary on 

entry. Good hospital facilities available, but specialised treatment and 

surgery is not. Yellow Fever and Cholera Vaccination Certificates 
inspected on arrival. 

TANKERS: No oil to be pumped overboard into Territorial waters. Heavy 

fines imposed for oil pollution, however slight. Three 8 in. diameter 

pipelines discharging into local storage tanks. No slop tanks available. 

Four berths available with depth 10.0 m. — 11.0 m. Berths operated by 

Sonangol. 

DENSITY: 1024. 

FRESH WATER: Normal requirements readily available and delivered 

by 3 in hose. Loading rate very slow as pressure usually low. 

FUEL: Fuel Oil (Ordinary) available, viscosity up to 1500 sec. Redwood. 

24 hours’ notice bunker requirements essential. Gas oil also available. 

CONSULS: Portuguese Consulate at Benguela, 30 km. from Lobito. 

REPAIRS: Slipway accommodating vessels up to 1,200 tons available. 

Floating dock for vessels up to 2,000 tons displacement. 

GANGWAY/DECK WATCHMEN: Compulsory, both day and night. 

OPENING/CLOSING HATCHES: When closed or opened by 

Stevedores, cost per time per hatch. (Crew allowed to carry out this 

operation.) 

CERTIFICATES: Registered Tonnage Certificate, Derat Certificate to 

be shown. 


ANGOLA 
CUSTOMS ALLOWANCES: No restrictions. Guard 
supervises opening and resealing of bond 
CARGO GEAR: Normal routine gear: wire and rope slings, nets, chain- 
slings, baskets, grabs, and shore-cranes (capacity 3-22 tons) available. 
Heavy lifts of over 10 tons must be discharged using ship's derricks. 
Two cranes 22 tons available, but not always accessible. 100 ton floating 
crane is available. 
REPATRIATION: Possible via Luanda. 
AIRPORT: Lobito Airport (Benguela) — 33 km. Lobito Airport 
(Catumbela) — 13 km. 
TIME: GMT plus one hour. 
HOLIDAYS: 1st January; 4th February; 1st May; 11th December. 
SHORE LEAVE: Nationals from countries having friendly diplomatic 
relations with Angola usually granted shore leave, see “!.D. Cards”. 
Shore leave during certain hours only. 
IDENTIFICATION CARDS: On arrival, all crews’ and passengers’ 
passports must be handed to Immigration Police, who retain these and 
issue shore passes. Passes must be carried at all times when on shore. 
If lost, a fine is imposed. 
SERVICES: Surveys, dirty ballast facilities, garbage collection facilities. 
DELAYS: Congestion not unusual and berthing delays may vary from 
one to three days. Ships calling for bunkers have no priority but are 
sometimes berthed at sunset and fuel during night-shift. Discharging of 
bulk cargoes can be effected by shortage of suitable wagons. 
WEATHER: March/May rain season. Heavy wind and rain can effect 


NOTICES: Supplied to Master by Agent. 

For your information, the following Regulations are in force at Lobito. 
Failure to comply with these instructions will result in fines being imposed 
on the vessel under your command. 

Over and above the Regulations listed hereunder, all international 
Regulations governing a ship's stay in port are also applicable. 

It is essential that an Angolan Flag be flown during the time the 
vessel is in Port. 


Customs 


2. Maximum speed for vessels entering or leaving the harbour is set 
at 8 knots. 

3. Allsound signals are prohibited excepting regulation signals whilst 
manoeuvring or in cases of distress. 

4. No boat may be lowered until permission for so doing has been 


received from the competent Authorities (Customs and Port 
Captain). Any boat thus lowered is allowed to make contact with 
land at one point only, i.e., the landing steps situated at the 
junction of the 2 quay walls. 

5. No member of the crew may go ashore without a pass signed by 
the Master and visaed by the Immigration Police. If a member of 
the crew is found to be ashore without a pass, the ship will be 
fined £1,315.00 in every instance. All shore passes must be 
returned to the Immigration Police before vessel's departure. 

6. Vessels are not allowed to make any communications by wireless 
during their stay in Port. 

Water from ship's condenser outlets or other exhausts may not 
be ejected onto the quay. A Fine of £1,000 will be applied if this 
instruction is not complied with. 

8. All lavatories on the side adjacent to the quay wall must remain 
locked and not used during the time the vessel remains alongside. 
No vessel is permitted to take salt water ballast whilst alongside 
the wharf. 

10. No vessel pet alia 9 to test engines whilst alongside the wharf. 

11. No games whatsoever are allowed in the Port area; if members 
of the crew disrespect this regulation, heavy fines are applied to 
the vessel. 

12. No garbage, oily or petroleum substances, should be thrown in 
the Bay either at anchorage or alongside otherwise a fine will be 
imposed on the vessel by the Port Captain, Fine which ranges 
from £250.00 to £1,250.00 

13. The engines may not be put out of use without the authorisation 
of the Port Captain. 

14. No repairs whatsoever may be done on board without the Port 
Captain's authorisation. 

15. The following procedure is to be adopted whenever cargo or 
vessel suffer damage by Stevedores or Port staff: 

(a) Master or Chief Officer should request the Port Officer in 
charge of commercial operations to examine the damage. 

(b) The Chief Tally Clerk of our Company should also be present 
when examination is carried out. 

(c) Written notice must be delivered to the Port Officer and a 
copy sent to the Agent at the same time. 

Kindly take note of the foregoing Regulations and return 1 copy to us 

duly signed. 

Thank you, Agence Maritime Internationale S.A. 

GENERAL: Ships should not: Dispose of any wastes into harbour or on 
to quays. Change mooring lines or lower lifeboats or immobilise main 
engine or use ship's sirens or radio station without prior permission from 
Authorities. Vessels must use watchmen 24 hours per day on adequately 
illuminated gangway. 


SHIPMASTER’S REPORT: June 1979 (Updated 1994). 
Documents: Papers required for clearance: 
If these are prepared before arrival Agent will pass to Persons 
concerned. i.e. Port Health, Customs & Immigration. 
1 International Declaration of Health. 
(Lobito have no forms, best to use some other Port form that can be 
altered). 
1 List of Crews Vaccinations and date they expire. 
10 Crew Lists. 
10 Passenger Lists or “Nil” passengers. 
4 Arms & Ammunition Lists or “Nil” if none. 
2 Livestock Lists. 
6 Ports of Call Lists. 
Stores Lists. (Provisions, Deck & Engine) 2 lists. 
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Crew Custom Effects List (Own form or free form) 2 sets. 

Narcotic Lists 2 sets or “Nil” Lists. 

Small Package Lists to be landed or “Nil” statement 2 copies. 

Manifests & Bills of Lading — 3 sets. 
Observations: 
The Main Lighthouse Light on the end of the Spit, and the 4 Channel 
Buoys are still lit. But on reduced candle power. Vessel is still required 
to enter the Bay and anchor without Pilot. Pilot only used when berthing. 
Caution is required at night as the buoys are difficult to pick up. Both 
by day and night it is better to only proceed about 1.5 miles into the 
Bay, as many trawlers are always anchored at the head of the Bay. The 
Berths consist of a right angled quay, with space for 4/5 ocean-going 
ships. (Depending on length.) The loading berth for ore cannot be used 
for general cargo, and as the loader is at present inoperative it is not 
used for loading ore. 

Shore leave is allowed but only from 1800 hrs. to 2200 hrs. daily. 

No cargo worked on Sundays. 

Pilot will unberth vessels up to 2400 hrs. 

The only VHF is located in the Agent's office, it is manned during 
office hours. Calling Channel 16 thence Channel 11. 

Two Tugs are now used for berthing for vessels over 5,000 g.r.t. 

Lobito Radio Station is not manned, all traffic sent through Luanda. 

Continuous soundings give at least 26 m. from the entrance to the 
anchorage. 

Discharging is at 8 tons per gang man hour. 

Vessels swing at anchor twice daily to weak tide, rise about 1 m. 

Pilot comes out to anchorage in launch using accommodation ladder 
for boarding, tug is used for swinging vessels if necessary, as Bay is 
narrow. 

Provisions are available at any time. 


AUTHORITY: Empresa Portuaria do Lobito, U.E.E., Caixa Postal 
No. 16, Lobito, Republica Popular de Angola. Tel: 22718. Telex: 2912. 
FAX: 22719. Contact: Jose Carlos Gomes, Director General. 


LOMBO: 06.50 S. 12.22 E. 


LOCATION: The Lombo Terminal is located 43 miles South of the Zaire 
a (P. ta da Moita Seca) and consists of one loading single mooring 
int. 
The S.P.M. is located in about 120 ft. of water in position 
Lat. 06° 49’ 35” S., Long. 12° 21’ 49” E. 
Equipped with one mooring hawser, under normal departing 
conditions, the S.P.M. is designed to accommodate 175,000 
displacement tankers (150,000 d.w.t. approximately). 
A 12 in. sea line connects the S.P.M. with the Lombo East Platform. 
The S.P.M. is equipped with a navigation light and foghorm. 
Identification navigation light: Flash “U" 15 sec., 5 nautical miles. 
Identification foghorn: “U" 5 sec. on, 30 sec. off. 0.5 nautical miles. 
DOCUMENTS: 
5 copies List of Passengers Disembarking or in Transit, even if nil. 
5 copies Crew List. 
5 copies List of previous Ports of Call. 
5 copies List of Crew Vaccinations. 
5 copies Stores List. 
5 copies Personal Effects List. 
5 copies Animal List, even if nil. 
5 copies Arms and Ammunition List, even if nil. 
Clearance from Last Port. 
PILOTAGE: in wy is compulsory. The pilot boarding area is 2 miles 
W.N.W. of the loading S.P.M. 
The Pilot will give, to the arriving vessel, the berthing instructions and/ 
or confirm the anchoring position. 
“Masters of vessels are reminded of their obligation to comply with 
statutory rules and are requested to comply with the following: 
(1) The Officer responsible for the embarkation or disembarkation of 
the Pilot must be a Watchkeeping Officer. 
(2) The pilot ladder must be properly secured (IMO rules). 
(3) The pilot ladder and immediate areas must be adequately 
illuminated. 
(4) Means must be provided to enable the Pilot to pass safely and 
pa hae from the head of the ladder into the ship and on to 


(5) The ladder must be in good condition. 

(6) The length of the ladder should not exceed 30 ft. 

(7) Whenever the distance from sea level to the point of access is 
more than 30 ft., a combination accommodation ladder/pilot ladder 
should be used. 

(8) Spreaders are to be positioned at intervals of not more than 10 ft. 

(9) Two manropes, in good condition, should be ready but not lowered, 
unless so instructed by the Pilot. 

(10) A lifebuoy with safety line must be available at the embarking area. 
The safety line must have a seff-illuminating light. 

(11) Suitable heaving lines ready to lift anes '$ equipment and bags. 

(12) The pilot ladder must be rigged on the Lee Side, clear from all 
discharges and water outlets. 

(13) The pilot ladder must be rigged in such a manner that each step 
rests firmly on the ship's side. 

(14) Nylon pilot ladders must not be used. 

(15) The use of pilot hoists is not recommended. 

If, in the opinion of the Pilot/Loading Master, the pilot ladder is not 
safe, the Pilot/Loading Master may refuse to board the vessel and thus 
cause delay to the ship. Such delay would be for ship's account. 
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All manoeuvring of ships within the Terminal Area is to be done with 
the benefit of the advice of the Pilot/Loading Master, although in all cases 
and circumstances, the Master of the vessel shall remain solely 
responsible on behalf of the vessel's Owners for the safety and proper 
manoeuvring of the vessel. 

The Master or responsible qualified senior deck officer must be on 
the bridge at all times when the vessel is manoeuvring”. 
APPROACHES: The facilities in Lombo Field are all marked on the 
British Admiralty Charts, and all vessels bound for Lombo Terminal shall 
have on board the British Admiralty Charts No. 3206, 638, 604. Good 
radar targets are Lombo East Production Platform and Palanca 
Terminal, both flaring day and night. 

ANCHORAGE: Vessels awaiting mooring are requested to anchor 
2.5 miles W.N.W. of the S.P.M. and contact Pilot for availability of a 
closer anchorage. 

sont nr the Pilot may alter the anchorage location for one reason or 
another. 

The Pilot's decision may at times overrule anything written herein. 

The sea bottom in the area is sand and mud. 

Anchoring is prohibited within a distance of 1.5 nautical miles from 
any of the offshore installations. 

All traffic is prohibited within a distance of 2 nautical miles of the 
loading points. 

RE: ICTIONS: In principle, mooring operations are not carried out at 
night, but unmooring operations are performed day or night. The Pilot/ 
Loading Master will in all cases decide when mooring and unmooring 
operations shall be done. 

MAX. SIZE: Characteristics of Acceptable Vessels: 

Max. Displacement: 175,000 tons. 

Max. Distance Bow to Manifold: 150 m. 

Max. Stern Trim (Propeller immersed): 3.0 m. 

Fitted with at least one AKD, OCIMF tongue type bow chain stopper, 
SWL 200 tons. 

Derrick/crane minimum 10 tons SWL. 

IGS fully operational. 

Capable of loading/deballasting concurrently. 

Capable of venting cargo tanks through a single gas-riser, not less 
than 3.0 m. above main deck. 

Capable of closed loading operation. 

Operational recirculatory air-conditioning. 

Hermetically sealed ullaging and sampling capability. 

Cargo tanks fitments (i.e. valve spindles, tank lids, fixed automatic 
gauges, P.V. valves, etc.) must be gas tight. 

icers and crew must be familiar with dangers of H,S. 

Equipped with 2 polypropylene mooring ropes, 80 mm. diameter x 
150 m., shackled together for towline aft. 

Vessel must arrive at Terminal with clean ballast. 

Fitted with at least one OCIMF standard Panama type fairlead on 
centreline of forecastie bulwark of minimum dimensions 60 cm. x 40 cm. 

Vessel to be ready to load upon berthing, as soon as hose is 
connected. 

HEALTH: Upon arrival, Government Officials and Agent board the 
vessel. The party comes by boat from the offshore district base. 
RADIO: /nitial Message: Companies intending to load at Lombo 
Terminal, shall notify Texaco Panama Angola Inc., Marine Operations, 
7 days prior to arrival. 
This notification shall contain the following information: 

Vessel's name and previous name. 

Flag and Port of Registry. 

Call sign and Satcom !.D. number. 

Name of Owners and Operators. 

Name of Charterers. 

Name of Consignee. 

Name of Agents in Angola. 

ETA at Lombo Terminal. 

Name of last port. 

Arrival Draft and Sailing Draft, Lombo. 

Loaded displacement. 

Gross and net tonnage. 

Summer deadweight. 

LOA and distance bow to manifold. 

Number and type of mooring brackets forward. 

Cargo requirements. 

Amount of clean ballast on arrival. 

Subsequent messages containing amendments to information 
supplied in previous message, and confirmation of ETA, shall be sent 
at 72, 48 and 24 hour intervals respectively prior to arrival. 

All above mentioned me es shall be sent via: 

Telex: 3004/2619 Texpan An, Attention Marine. 

Fax: 1515150 — Texaco, Soyo District Angola, Attenton Marine. 

Tel: 1515147 — Texaco, Soyo District Angola. 

SSB: Bank 8 MHz. Calling on 8291.1 kHz “Lombo Marine”. 

VHF: Initial contact Channel 6 — Call “Lombo East Platform”. 

Alternatively Channel 11 — Call “Lombo Marine”. 

MOORING: All ele and unmooring operations are done by the 
ship's crew as indicated by the Pilot. 

in arrival at pilot station, vessel shall have the port derrick rigged 
and ready to be used. The SWL shall be not less than 10 tons. 

A line-boat and a crew-boat will assist the vessel while mooring and 
unmooring. 

The Pilot/Loading Master will normally only accept the Notice of 
Readiness between 0600 hrs. and 1700 hrs., providing the vessel is 
ready in all respects to receive the cargo. Time of N.O.R. accepted will 
always be hose connecting time. 

The line-boat will bring the terminal mooring gear alongside. This has 
to be picked up with the ship's derrick. It consists of: 

One/Two 14.0 m. x 56 mm. wire snotters. 
One/Two 100 ton SWL Crosby Shackles. 
Hose slings. 

Two pelikan hook chain stoppers. 


Two spanners for the Camlock and the valve. 

Pressure gauges. 

One messenger line of at least 400 ft. length x 25 mm. diameter must 
be ready on the forecastle, together with 2 good heaving lines, 4 Ibs. 
hammer and large crow bar. 

Where required, the wire snotter shall be installed on the bitt as 
indicated by the Pilot/Loading Master. 

The line-boat brings a 10 in. circumference pick-up line alongside 
the bow when the vessel is within a reasonable distance of the loading 
point. The messenger line will be passed to the line-boat by ship’s 
heaving line, connected to the pick-up line with a bow line, and taken 
on board until the chafing chain passes through the fairlead. The chafe 
chain is secured to the chain stopper or is connected to the wire snotter 
by means of a 100 ton shackle. 

The fairlead shall be a single Panama Lead mounted on the centreline 
of the vessel, minimum inside dimensions 40 cm. high and 60 cm. wide. 
Chain stoppers must comply with OCIMF rules. Smit Brackets are no 
longer accepted. 

nce the vessel is moored to the loading point, the floating hose is 
abi lay eg and connected to the manifold by the ship’s crew. 
The floating hose is equipped with a 12 in. Camlock connection. The 
bow to manifold section distance should not exceed 150 m. Distance of 
manifold to ship's side should not be less than 2.0 m. 

A pressure recorder will be installed in the ship’s manifold. 

During the whole period that the vessel is moored to the loading point, 
the lineboat will be made fast to the stern of the tanker. The vessel shall 
supply 2 polypropylene mooring lines 80mm. diameter, shackled 
together to provide a towline of not less than 300 m., and keep a second 
rope on stand-by ready to be used. Where available, buoyant lines are 
preferred. 

BALLAST: Vessel shall arrive with clean ballast only. No dirty ballast 
facilities available. 

LOADING: The loading rate is approximately 600,000 barrels a day. 
Soyo Blend Crude Oil is approximately API 41.0. The temperature 
ranges from 80°F to 90°F. The loading is direct from the production 
platform, no storage tanks are available. Particular attention is required 
to operate cargo system valves, in order to not cause a shut-down of 
the production. 

MEDICAL: Assistance only available in case of emergency. 

FRESH WATER: Not available. 

FUEL: Not available. 

REPATRIATION: Crew changes can be arranged through shipping 
phat on emergency basis, although not recommended. 
SERVICES: The following services are not available: Stores and 
provisions, cash, laundry, national flags, repairs, ship supply. 

Charts are not available. B.A. Charts No. 638 and 3206 are pertinent 
and shall be on board when calling. 

Mail sent from Europe usually takes 3 weeks. 

SHORE LEAVE: Not possible. 

WEATHER: 

Winds: The general direction of the trade winds is E.S.E. to S.S.E. The 
direction is affected by onshore-offshore breezes. 

The onshore breeze appears from the S.W. between 1000 hrs. and 
1100 hrs. and falls at sunset. It is then replaced by a light breeze from 
the S.S.E. to E.S.E. which blows until 0800 hrs. or 0900 hrs. 

From December until May, thunderly squalls from the N.E. occur. 
During the month of May, the trade winds often blow night and day. 

From June to September (dry season), the winds are low, S.W. in the 
daytime and South to S.W. with calm periods at night. In mid-September, 
a stable S.W. breeze settles until the beginning of December, and then 
becomes more variable with calms at times. 

Hygrometry: The relative humidity is above 80% for eleven months of 
the year, but in June falls to 50%. 

Visibility: Fog appears more often during the dry season than during the 
rainy season. During the rainy season, visibility is reduced to heavy 
showers. 

Tides and Currents: In general, the current flow at Lombo East is in a 
Northerly direction and has an average velocity of 0.8 knots. The current 
direction and velocity are governed by two significant sources, the 
Benguela Current flowing North and the outflow of the Zaire River. 

At most times, the Benguela Current is the most influential, so the 
most common current direction is North. At times, however, especially 
during the rainy season (November to May), the effluent from the Zaire 
River may be so voluminous that it can over-rule the Benguela Current 
and reverse the direction of the current at Lombo. At the Terminal, we 
have witnessed a 180° change of direction in 10 minutes. When this 
happens during the daylight hours, it is possible to receive advance 
notice if the man on watch spots the muddy front from the Zaire River 
moving South. This notice allows the line handling tug crew to be in the 
best position to keep the tanker from contacting the S.P.M. When it 
happens at night however, the allowable reaction time is greatly reduced 
and any error or delay may allow contact of the tanker with the loading 
abe It is for such instances that the watches must be maintained and 
ready. 

Independently of the Zaire River outflow, it has been observed that 
during the rainy season, a surface current may, at irregular intervals, 
run to the East. This can be seen clearly. It is manifested by stripes of 
agitated water, contrasting with stripes of smooth water. 

Although, as stated previously, these phenomena are more likely to 
happen in the rainy season, they can and have happened in the dry 
season. 

Tidal currents in this area are minimal. They have an average velocity 


of 0.5 knots and a maximum of 2 knots. The tidal range is about 1.5 m. 


Swell: As far as swell is concerned, 93% of the waves come from the 
South (S.E. to S.W.). 

The average height of the swell is 1.5 m. during the rainy season, and 
increases to 3.0 m. — 4.0 m. during the dry season. 
NOTICE: Safety of the Vessel: The Master is responsible for the safety 
of the vessel while moored to the loading point. He must, therefore, 
Strictly adhere to all safety requirements generally requested by the 
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Company and the Port Authorities and accepted by the oil tanker 
industry. 

Port Authorities can, at any time, prescribe special safety measures 
to be complied with by the vessel. 

Only approved safety material may be used (radios, Lae aes etc.). 

The Pilot/Loading Master will hand to the ship's Master a Safety Check 
List when boarding the vessel. 

The Pilot/Loading Master will remain on board during the whole period 
of loading, and in case of any infringement of the safety regulations, will 
take any measure he deems appropriate, including stopping or not 
starting the loading operations. The time so lost will be debited to the 
vessel. 

The following Safety Precautions must be taken by all vessels loading 
at Lombo Terminal. 

Repairs to main engine and steering gear are prohibited. 

Vessel's anchor must be secured by stoppers before manoeuvring 
near pipelines and structures. 

Continuous deck and cargo watches must be kept by a responsible 
Senior Deck Officer. 

Power must remain on deck machinery at all times. 

Main deck and forecastle areas must be adequately illuminated. 
Pilot/Loading Master must be informed of any electrical storms or 
squalls that may approach vessel during loading. 

The Ship/Shore Safety Check List and Prior to Berth Check List must 
be strictly observed by all vessels loading at Lombo Terminal. 
Hydrogen Sulphide: The cargo to be loaded contains high 
concentrations of hydrogen sulphide (H,S). 

Special precautions should be taken, as H,S gas, when vented to 
atmosphere during loading, or when ballasting after discharge of cargo, 
is extremely dangerous to personnel. Because of this extreme danger, 
each and every person working in an area where HS gas may be 
present, should be aware of the potential dangers, and know how to 
protect themselves from the toxic effects of HS gas. 

Closed loading of this cargo is compulsory. A Safety Team will board 
the vessel with the Pilot/Loading Master, and remain on board 
throughout the loading. The Safety Team will strictly control the safety 
measures necessary for the handling of this cargo, i.e. instructions to 
shipboard personnel, monitoring and measurement of gas levels, 
management and control of HS gas in the cargo tanks, on the decks, 
in the living quarters, and when vented to the atmosphere. Only tankers 
capable of venting a// cargo tanks through a single gas-riser, not less 
than 3.0 m. in height above the main deck, will be acceptable. 

The Safety Team will provide emergency equipment, such as 
breathing apparatus, H,S and combustible gas monitoring and 
measuring equipment. 

During cargo tank venting, only crew members authorised by the 
Safety Team will be allowed on the open deck areas. All accommodation 
access doors must be closed and sealed during loading except one, 
and all shipboard personnel will be instructed to use only that assigned 
access, except in an radi!" rabag f Ship's air-conditioning plant must be 
on internal recirculation. Fire-line and pumps must be capable of 
sustaining a seawater pressure of at least 150 p.s.i. at one or more deck 
monitors. Gas reading values will be recorded every 2 hours, together 
with the vessel's reading, wind direction and speed, the latter being 
plotted on forms provided by the Safety Team. 

Recommendations and Regulations as per IMO “Dangerous 

Hydrocarbon Cargo Handling” and ISGOTT “International Safety Guide 
for Oil Tankers & Terminals” must be followed at all times. 
Pollution: The Master is responsible for ensuring that no petroleum is 
discharged or spilled from his ship into the water of the Terminal. Drip 
pans shall be in place at all times under all manifolds and all overside 
scuppers, pipes, or openings on the loading and/or transfer decks shall 
be securely closed and oil tight. 

In the event of any spillage of petroleum, petroleum waste, 
contaminated water or residue on the deck of the ship, the same shall 
be cleaned up immediately, and under no circumstances shall be 
permitted to be swept or washed overboard. Adequate supplies of 
sawdust or other material, approved by the Company, shall be available 
on the ship for immediate use. Any vessel causing pollution of the water 
of the Terminal or sighting such pollution, shall immediately inform the 
Pilot/Loading Master. In the event that any ship should discharge or spill 
any dirty ballast, petroleum, contaminated water, bilge water or 
petroleum waste into the water at or in the vicinity of the Terminal, the 
Company shall have the right (but without prejudice to any other rights 
it may have) to take any action which, in its opinion, is necessary to 
clean up or remove any contamination or pollution resulting from such 
discharge or spills (whether contamination or pollution of the sea, the 
shore or any structure or property). 

The Company shall have the further right (but no obligation) to settle 
any claims of third parties arising from such contamination or pollution. 

All payments, costs, and expenses properly made or incurred by the 
Company in cleaning up or removing any such contamination or 
pollution, and in settling any claims of third parties, shall be the liability 
of the vessel, its Owners and its managers, and the Company shall be 
entitled to claim reimbursement accordingly. 

The above refers mainly to petroleum pollution, but we would draw 
your attention to the fact that all pollution is covered by above, e.g. 
carbon deposits from the boilers. 

The Company will take every precaution to prevent pollution occurring 
but, should it occur, speed is essential to control it, and the Company 
will, if necessary, “clean up first and discuss liability afterwards”, rather 
than lose valuable time. 

The vessel, if at fault, will be charged for use of boats, detergents, 
dispersants, labour (including overtime), transportation, use of 
equipment, etc., as well as the more obvious charge for the lost time 
whilst cargo operations are stopped. 

Vessels carrying detergent are requested to have it available (not 
necessarily on deck) with a means of applying it, should the Company 
request such an action. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Special Requirements: During the whole period that the vessel will be 
moored at the Terminal, a forecastle watchman will be required. He 
must be in continuous contact with the duty officer and Pilot/Loading 
Master. 

He shall keep the duty officer and the Pilot/Loading Master informed 
about the vessel's position and distance from SBM. 

The vessel will be held responsible for all damages to the installations. 

Vessels are requested to provide food and accommodation for the 
Loading Master and two Safety Inspectors throughout the loading 
operations. The accommodation should be equivalent to the minimum 
standard required for a senior officer. Accommodation may be required 
for visiting Port Authorities/Officers. 

Ship's crew is required for mooring/unmooring operations and 

connection/disconnection of the hose. A 24 hour radio watch is required 
on VHF Channel 11. 
Conditions of Use of the Terminal Facilities: All services and assistance 
provided by or on behalf of the Company (Texaco Panama Inc. — 
Angola), at or in connection with the Terminal, are subject to any 
applicable Bye-Laws and Harbour Regulations, Safety Regulations and 
Towage Conditions for the time being in force and to the following further 
conditions. 

Neither the Company nor its servants, agents or contractors (in 
whatever capacity they may be acting) shall be responsible for any loss, 
damage or delay from whatsoever cause arising in consequence of any 
assistance, advice or instruction whatsoever given or tendered in respect 
to any vessel, whether by way of tugs, pilotage, or berthing services, 
the provisions of navigational facilities, including buoys or other channel 
markings or otherwise whosoever. 

In all circumstances, the Master of any vessel shall remain solely 
responsible on behalf of his Owners for the safety and proper navigation 
of this vessel. 

Although the Company exercises due diligence to ensure that the 
berths, premises, facilities, property, gear, craft and equipment, are safe 
and suitable for vessels permitted or invited to use them, no guarantee 
of such safety or suitability is given, and the Company, its servants, 
agents or contractors shall not be responsible for any loss, damage or 
delay of any sort that may be sustained by, or occur to any vessel, her 
Owners, her cargo or any part thereof (whether such cargo is onboard 
or in course of loading or discharging) by whomsoever and by 
whatsoever cause such loss, damage or delay is occasioned. 

The Company will not be responsible for any loss, damage, or delay 
directly or indirectly caused by or arising from strikes, lock-outs or labour 
disputes or disputes or disturbance whether the Company or its servants 
are parties thereto or not. 

If the use by any vessel of any berth, premises, any gear or equipment, 
any craft, or other facility or property, of any sort whatsoever, whether 
belonging to or provi by or on behalf of the Company, result in any 
damage to any such berth, premises, gear and equipment, craft or other 
facility or property, from whatsoever cause such damage may arise, and 
irrespective of whether or not such damage has been contributed to by 
the negligence of the Company or of its agents, servants, or contractors 
and irrespective of whether there has been any neglect or default on 
the part of the vessel or Owners, in any such event the vessel and the 
Owner shall pay for or hold the Company harmless from and indemnified, 
all such damage and against all loss sustained by the Company 
consequent thereon. 

Further, the vessel and her Owners shall hold the Company harmless 
and indemnified against all and any claims, costs and expenses arising 
out of any loss, damage or delay caused to any third party by the vessel 
or by her Master or crew, or by any other servant or Agent of the Owners. 
OPERATORS: Texaco Panama Inc., P.O.Box 5897, Luanda, Angola. 


Tel: 1515147. Telex: 3004/2619 TexpanAn. FAX: 1515150. 
Contact: Marine Superintendent. 
LUANDA: 08.48 S. 13.15 E. (See Plan) 


PORT LIMITS: A vessel to be considered an “arrived ship” should be 
anchored in the bay past a line drawn between the Ilha Light and across 
the bay to Fort S. Pedro. 
DOCUMENTS: 

8 Crew Lists. 

8 Passenger Landing and Transit Lists. 

2 Crew Lists, showing dates of Vaccinaion and Inoculation. 

6 Lists of Ports of Call (with.arrival and departure dates). 

4 Stores Lists. 

4 Personal Effects Lists. 

6 Lists of Slop Chest Contents. 

3 Photocopies of Bills of Lading. 

6 Cargo Manifests. 

6 Arms and Ammunitions Lists. 

6 Lists of Birds and Animals. 

6 Lists of Drugs. 

6 Mail Lists. 

Copies (if possible) of following Certificates will be taken ashore by 

Port Authorities: 

Load Line Certificate. 

Safety Construction Certificate. 

Radio-Telegraphy Certificate. 

Tonnage Certificate. 

All Passports checked and stamped. 
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Shipmaster’s Report: May 1989. 

The following are to be prepared by the vessel: 

1 copy He Declaration (provided by Agent, to be filled in on arrival). 

2 copies Vaccination List. 

8 copies Crew List. 

5 copies Passenger List. 

8 copies Ports of Call List. 

3 copies Crew Personal Effects List. 

5 copies Birds and Animals List. 

3 copies Narcotics List. 

4 copies Ship's Stores List. 

3 copies Arms and Ammunition List. 

4 copies Dangerous Cargo List. 

Bill of Lading. 

PILOTAGE: 72 hours notice of arrival, addressed Agents via Luanda 
Radio, plus message of arrival at least 6 hours prior arrival received 
during working hours (0700 hrs. — 1700 hrs.). VHF available. Pilot launch 
comes out from port. Anchorage for Pilot in Luanda Bay. No draft 
restriction at anchorage. Pilot not required for anchoring in bay. Pilotage 
pha rivet No special berthing Pilot. Pilot launch white — flying Pilot 

jag (H). 

Pilot Boarding Station: Lat. 8° 44’ S., Long. 13° 16.5’ E. 
ANCHORAGES: Luanda Bay offers safe, sheltered anchorage at all 
times of the year. Good holding ind — sand/mud. No draft restnctions. 
RESTRICTIONS: Berthing in daylight only. Unberthing until midnight. 
MAX. SIZE: Length 1,000 ft. (alongside); breadth, no restriction; draft, 
34 ft. (alongside). Tankers, up to 55 ft. draft at the refinery buoys. 
HEALTH: Pratique may be granted by radio through Radio Luanda, 
addressed Port Health or via Agents. Accommodation ladder must be 
rigged for doctor on arrival. Pratique must be granted at each Angolan 
port. Pratique is not automatic. If infectious disease on board inform Port 
Health/Agents by cable. 

RADIO: Addressed “Luandaradio” for ETA, draft and requirements. Call 
sign CQW on 500 kHz, listening on “odd” hours only, throughout 
24 hours. Listening between 0600 — 1800 hrs. Call sign CQW3 on 13,023 
kHz on “even” hours only. Listening between 1800 hrs. — 0600 hrs. Call 
sign CQW on 8,565 kHz on “even” hours only. 

Shipmaster’s Report: May 1989. 

It is not necessary to use Luanda Radio (D3E), vessel can send all 
information to Agent by telex and he will arrange requirements. 
TUGS: Two available (1,500 h.p. and 480 h.p.) and compulsory for 
berthing and unberthing. Tugs join vessel off berths. Ship's lines used 
(if nd lines requested — extra charges). 

BERTHING: Ships taken in strict rotation of arrival for berthing, except 
that passenger vessels have priority. There are 7 berths for import and 
export cargoes, all berths are available for oil bunkering. 

The quays are divided into 5 zones with depths alongside of 32 ft. 
maximum. 


Zone |. 1,380 ft. of which 900 ft. of quay length suitable for ocean- 
going vessels. 

Zone Il. 480 ft. quay length. 

Zone Ill. 900 ft. quay length. 

Zone IV. 540 ft. quay length. 

Zone V. 574 ft. quay length. 


Shoreside cranes of 3 tons and 5 tons, furthermore 2 cranes of 10 tons 
lifting capacity and also 1 mobile crane of 20 ton capacity for lifting 
heavy pieces only. 

A self-propelled floating crane, capable of lifting 100 tons, was recently 
commissioned — maximum and minimum reach of 46 ft. 6 in. and 9 ft. 
respectively, lifting to about 78 ft. approximately. 

BULK HANDLING FACILITIES: Ores in bulk are usually loaded at 
Zone III; no mechanical loading installation. 

The ore is shovelled from railway trucks into buckets; daily loading 
average 4,000 tons per 24 hours. 

Grain vessels will also be moored at Zone III alongside the grain shed. 
Discharging by means of tubes which are lowered into the holds and 
suck the grain out by an electrically propelled spiral fitted in the tube. 

The rate of discharging is about 100 t.p.h. and the grain is loaded into 
railway wagons, each of 30 ton capacity, via the adjacent warehouse. 
STEVEDORES: Gangs arranged by Agent/Shipmaster. Normal port 
working hours 0700 — 1200 hrs., 1400 — 1730 hrs. (overtime 1730 — 
2330 hrs.), Saturday 0700 — 1230 hrs. Sunday/holidays — no work. 
MEDICAL: For serious cases, as much advanced notice as possible 
should be given with all details available. Minor cases can be treated 
on arrival within half an hour without previous notice. Apart from 
Government Hospital, there are a number of private nursing homes with 
Saye facilities. Yellow Fever inoculations recommended. 

ANKERS: Two tanker terminals, No. 2 Quay and off-shore terminal. 
Drafts — No. 2 Quay (Products Berth) 34 ft. Off-shore terminal (Refinery 
Berth) two sets mooring buoys, one for tankers with max. length 230 m. 
and max. draft 55 ft. and the other for tankers not exceeding 100 m. 
with draft 40 ft. 

Shore Lines: Products Berth: 18 in. fuel oil pipe-line and 1 x 10 in. line 
for white products. 6 in. hoses for fuel oil and 10 in. hoses for White 
products. 

Refinery Berth: 12 in. crude oil submarine lines and 8 in. for fuel; 8 in. 
LPG line and 6 in. hose; 8 in. G.O./Kero line and 8 in. hose; 12 in. G.O. 
line and 2x8 in. hoses. 

Lub Oil: 1x 10 in. sphere launching trap connected to ship's manifold, 
100 ft. of 8 in. flexible hose between tap and floating pontoon, 0.5 miles 
of underwater 8 in. line from pontoon to shore tanks. 

DENSITY: About 1024. 

FRESH WATER: Fresh water available through quay pipe-lines, each 
hose delivering about 30 t.p.h. 

FUEL: Limited number of grades can be obtained subject to nomination 
well in advance. No barges available. 

FIRE PRECAUTIONS: For tankers loading/discharging alongside No. 2 
Quay — no vehicles allowed within vicinity and other vessels cannot berth 
within 40 m. of tanker's stern or bow. 


CONSULS: 
Austria Germany Spain 
Belgium Great Britain Sweden 
Brazil Italy Switzerland 
Denmark Netherlands U.S.A. 
France Norway 


REPAIRS: Minor repairs and hull repairs above the water-line can be 
carried out. 

DRY DOCKS: None. 

GANGWAY/DECK WATCHMEN: Piracy: Vessels in the Inner 
Anchorage have been boarded by armed pirates. Cargo, radio and T.V. 
equipment and stores were stolen. 

1989: Vessel attacked by a gang of men dressed in army clothes and 
wearing fire arms. Stevedores and fork lift drivers had been seriously 
threatened by these men with the effect that the workers refused to work 
night shifts. About 50% of the discharged containers were spoiled or 
stolen. 

OPENING/CLOSING HATCHES: Can be carried out by crew or 
stevedores at vessel's option. 

CERTIFICATES: Tonnage and Derat Certificates. 

CUSTOMS ALLOWANCES: No restrictions, but sales ashore is a 
serious offence. 

CARGO GEAR: No additional requirements provided valid test 
certificates aboard. 

REPATRIATION: Repatriation will not present any difficulties. 
AIRPORT: Distance from port 4.5 miles. 

TIME: GMT plus 1 hour all year. 

HOLIDAYS: Saints Day (1st January), Saints Day (15th August), Saints 
Day (1st November), Saints Day (8th December), Christmas Day (25th 
December). No cargo work on these holidays. 
POLICE/AMBULANCE/FIRE: Police 7408; Ambulance 25275; Fire 
22222. 

TELEPHONES: Can be placed on board. 

SERVICES: Tank cleaning possible but advance notice required. Radio, 
radar repairs possible, but spares rarely available. 

SHORE LEAVE: Crew members allowed shore leave subject 
Immigration approval provided inoculation certificates are valid. 
IDENTIFICATION CARDS: Provided by Agents for crew proceeding 
ashore. 

REGULATIONS: Mailboats have berthing priority over all other vessels, 
foreign passenger vessels next in precedence. 

DELAYS: Congestion rarely exceeds 36 hours. 

WEATHER: March/May rain season. Heavy wind and rain can affect 
cargo work. 

GENERAL: Ample water in bay for anchoring, and most vessels enter 
port without Pilot. Pilotage is compulsory for berthing/unberthing on 
quays, this service being available from 0700 hrs. to midnight. If Master 
elects to wait for Pilot outside port and another vessel proceeds direct 
to anchorage, the latter will be first on turn for berth. 
DEVELOPMENTS: Plans for reclamation and new berths round to the 
Forte da S. Pedro da Barra. Container terminal nearing completion. 
3x27 ton Hyster lift on order. 


SHIPMASTER’S REPORT: May 1990. 

Luanda is the capital of the People’s Republic of Angola. As a port, 
it is one of the best natural ports in West Africa. But due to various 
reasons, the port is dirty, and has a low rate for handling cargo. 

There are 13 berths for ocean-going vessels, with depths from 
9.0 m. — 11.0 m. alongside at the Commercial Quay (See “Plan”). 

There are at least 40 shoreside cranes on the quay, including 
3x10 tons, 1x22 tons x 20m. and others of 3 tons — 5 tons lifting 
capacity. Some of them were broken and cannot be used. 

4x27 tons x 25 m. modern PPM motor cranes and 4 mobile cranes 
with 20 tons to over 50 tons lifting capacity respectively are used for 
handling containers in the open stowage area or for lifting heavy ow 
only. The biggest crane appears to be damaged. Containers are usually 
discharged at Berth No. 2D to Berth No. 3E by ship’s gear. 1 x22 tons 
x 20 m. shore crane is available for use at this location. 

Fresh water is available West of Berth No. 1E through a quay pipe- 
line, but pressure is very low during daytime. During night-time the 
average rate is 10 t.p.h. — 15t.p.h. This fresh water is not suitable for 
drinking. Price is U.S.$ 2.50. No fresh water is available on the quay 
East of Berth No. 1E. 

Luanda has a population of about 2 million people and stores and 
provisions are very expensive. 

Soldiers/Police are stationed in the harbour day and night and 
occasionally shots can be heard. 

Shore leave is possible in the afternoon until midnight only. Visaed 
passport is exchanged at the gate for a shore pass. 

Finding an anchorage in Luanda Bay by radar navigation is not 
difficult. The lighthouse, light beacon and light buoy were extinguished 
during the night. 

There were a few ocean-going vessels waiting for berths and some 
fishing vessels anchored in the bay. 

Pilot not required for anchoring in the bay, but compulsory for berthing 
or unberthing. A small tug of 700 h.p. assists when berthing. 

No armed pirates were encountered at anchorage or at the berth, but 
alike cargo, especially foodstuff, was frequently stolen during the 
night. 

Entry inspection carried out at the anchorage during daylight hours 
by 6 officials representing Port Health, Customs, Immigration, Harbour 
Authority and Agency. The entry formalities were easy and the bonded 
store was sealed. The Immigration Officers checked and visaed all 
Seamen's Books and a crew muster was required. Another 
8 Immigration guards inspected crew cabins. 

Documents required are same as shown in “Guide to Port Entry”. 
List of slop-chest contents was not required. 

VHF communications: Pilot Station on Channel 8, Port Control on 
Channel 16, but normally no one answers. 
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Departure Inspection carried out at berth before sailing. The 
Immigration formalities are the same as entry inspection. Thereafter 
Immigration Clearance is issued. No other officials were onboard. Agent 
brought Port Clearance and Customs’ Clearance and returned 4 copies 
of Ship's Certificates at the same time. 


AUTHORITY: Servicos de Portos, Caminhos de Ferro, e Transportes. 


NAMIBE (Mocamedes) (incl. Porto Saco): 
TSA S12070E: 


DOCUMENTS: 

Health Certificate. 

2 Vaccination Lists (yellow fever). 

8 Crew Lists. 

11 Passenger Lists (for each landing and transit). 

4 Lists showing Ports of Call. 

2 Lists of Articles held by crew/passengers, i.e. cameras, binoculars, 

radios, tobacco, etc. 

3 Ships’ Stores Lists. 

6 Dangerous Cargo Lists, i.e. all types of explosives. 

All foregoing to be signed by Master. Other essential official forms 

prepared by Agent. 
Shipmaster's Report: May 1989. 

The following are to be prepared by the vessel: 

1 copy Health Declaration (provided by Agent, to be filled in on arrival). 

2 copies Vaccination List. 

8 copies Crew List. 

5 copies Passenger List. 

8 copies Ports of Call List. 

3 copies Crew Personal Effects List. 

5 copies Birds and Animals List. 

3 copies Narcotics List. 

4 copies Ship's Stores List. 

3 copies Arms and Ammunition List. 

4 copies Dangerous Cargo List. 

Bill of Lading. 

PILOTAGE: Pilot boards in Bay — safe, natural bay with no reefs and 
easily accessible both day and night. Vessel must wait for Pilot and 
instructions before berthing. 

ANCHORAGE: No currents in harbour area, but slight prevailing winds 
constant. Good holding ground with depths over 34 ft. Approaches up 
to 45 ft. depth. Tidal range about 5 ft. 

RESTRICTIONS: Berthing not permitted during hours of darkness. 
Petey | aii up till midnight. Authorities visit between 0700 hrs. 
and 1900 hrs. (approx.) only. 

Shipmaster’s Report: March 1987: No night entrance permitted to 
Namibe Bay. We entered Saco Bay at 0315 hrs. for anchoring and when 
1 mile off, 5 red warning shots were fired at the vessel. 

MAX. SIZE: Mocamedes: Governed by berth depth 33 ft. alongside. 
Porto Saco: Vessels up to 14 m. draft. Largest bulk carriers handled. 
HEALTH: Pratique granted on arrival after “Health Guard” visit: boarding 
0700 — 1900 hrs. Normal quarantine restrictions imposed if contagious 
diseases aboard. Ships calling from other Angolan ports (except 
coasters) are subject same procedure. 

RADIO: Messages must be routed via Luanda Radio (call sign CQW). 
No ship/shore radio link. 

Shipmaster's Report: May 1989. 

It is not necessary to use Luanda Radio (D3E), vessel can send all 
information to Agent by telex and he will arrange requirements. 
TUGS: Two tugs available of 2,200 h.p., fitted with VHF Channels 16 
and 29. Join vessel for berthing. Ship’s lines used. Vessel under 5,000 
tons use 1 tug only. 

BERTHING: Unless Masters indicate preference, port decides berthing- 
side. No vessels berthed after sunset (except passenger ships), but 
prt Pome nightshift permitted so long as prior warning given before 
1700 hrs. No vessel is allowed to berth without a Pilot. Before berthing, 
important that vessel covers all water outlets, prepares accommodation 
ladder and has forward anchors ready. Ships carrying explosives not 
permitted berth before Port Captain surveys cargo. 

CARGO FACILITIES: Mocamedes: The accommodation consists of 1 
concrete quay, length 1,350 ft. providing 3 berths. For the handling of 
general cargo, there are 4 cranes of 5 tons and 2 cranes of 3 tons, 
modern cargo handling devices. Also lightening possible. One 10 ton 
floating crane available, subject ample notice from Lobito. Dangerous 
cargo is discharged alongside or into lighters, at the Port Captain's 
discretion. 

Porto Saco (Saco Bay): Ore is loaded at the pier in Porto Saco; length 
is 1,066 ft., width 59 ft. Depth alongside 54 ft. 6 in. at low tide, normal 
sea water, clear height from water level at ISHW up to unloader 
73 ft. 10 in. One mechanical loader of conveyor belt type; capacity often 
exceeds 3,500 metric t.p.h. Reach 65 ft. 6 in. approx. from fenders. 
Connections for supply of bunkers and water. 

STEVEDORES: Radio accurate ETA 24 hours in advance to enable 
Agent order required gangs. (Gangs ordered 0700 hrs. and 1500 hrs.) 
No Sunday work permitted for cargo vessels. 

TANKERS: No oil or waste products to be pumped overboard. Heavy 
fines imposed for breach of this regulation. Tankers discharge at Porto 
Saco — about 10 km. North of general cargo berths, situated Northern 
end of Mocamedes Bay. Maximum draft 54 ft., length of quay 1,066 ft. 
No dirty ballast facilities. 

Shore Lines: All 1 mile flight to installation. 

Benzine: 8 in. line and 8 in. or 6 in. hoses. 

Kerosine/Gas Oil: 8 in. line and 8 in. or 6 in. hoses. 

Fuel Oil: 10 in. line and 8 in. hoses. 


(See Plan) 
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MEDICAL: If medical assistance required on arrival radio to Agent. 
Adequate hospital facilities available, but no specialised treatment or 
t ep fever certificate inspected on arrival. 
SHY: 1024. 
FRESH WATER: Available ex-wharf, rate 15 t.p.h. 
FUEL: Available from dockside pipe-line. At Porto Saco, rate 200 t.p.h. 
Bunkers may be taken during loading operations without delay. 
FIRE PRECAUTIONS: No special precautions except ships carrying 
losives. Fire Brigade standby charge. 
CONSULS: None. 
REPAIRS: Only yey minor voyage repairs. 
DRY DOCKS: Noi 
GANGWAY/DECK \ WATCHMEN: Compulsory, day and night. 
OPENING/CLOSING HATCHES: When performed by stevedores, costs 
per hatch per time, but crew allowed to perform this task. 
CERTIFICATES: Registered Tonnage Certificate, Derat. Certificate, 
examined by authorities on arrival. 
CUSTOMS ALLOWANCES: No esestrictions. Customs’ guard 
supervises opera. and resealing of ships’ bonded lockers. 
REPATRIATION: Air communication via Lobito and Luanda. 
AIRPORT: Small — which is unable to take heavy aircraft. 
TIME: GMT plus 1 pur. 
HOLIDAYS: See “ ce 
SERVICES: None available. 
SHORE LEAVE: All nationalities from countries having friendly 
diplomatic relations are permitted shore leave. See “!.D. Cards”. 
IDENTIFICATION CARDS: All wcll Passports handed 
Immigration Police who issue shore passes must be carried 
when on shore. 
DELAYS: Berthing delays are unusual. 
GENERAL: Ships must not dispose of wastes into harbour or on to 
quays, change mooring lines, lower lifeboats, immobilise main engine, 
use ship's siren, or ship's radio station without prior permission 
authorities. wesees must use watchmen for 24 hours per day on well- 
illuminated ays and hoist Angola flag from 0800 to sunset. 
DEVELOP E : Porto Saco (iron-ore/Tanker berth) anticipated to 
augment present ore-loading equipment to enable loading ore-carriers 
up to 10,000 t.p.h. Dredging to projected depth of 65 ft. 


SHIPMASTER’S REPORT: March 1987. 
Hage rota No night entrance into Namibe Bay, entry only permitted 
in daylight. 

When our vessel entered Saco Bay for anchoring and when 1 mile 
offshore, 5 red warning shots were fired at the vessel. 


PALANCA: 06.58 S. 12.24 E. (See Plan) 


LOCATION: The loading station is located 230 km. N.W. of Luanda and 
pa a ead 20 nautical miles from the nearest coast and loading 
terminal. 

The Sapo Storage and Loading Terminal ‘“Palanca”: 
Lat. 06° 58’ 07” S., Long. 12° 24' 03” E. Water depth: 44 m. 

The Auxiliary ee Buoy (CALM): Lat. 06°56'57"S., 
one 12° 23’ rod E. Water depth: 42 m. 

UMENTS: 
Documents required by Immigration on Arrival: 
Immigration (DEFA) will check passports against the Crew List. 
Following documents are required: 

5 copies Crew List. 

1 copy Ports of Call List. 

5 copies Passenger List. 

5 copies Animal List. 

5 copies Arms List. 

5 copies Narcotics List. 

For further information Shipping Agent should be contacted. 
PILOTAGE: Pilotage is carried out by a Pilot representing Elf Exploration 

ola, who will remain on board during the entire duration of the call. 
he signals for contacting the Pilot are those set out in the International 
Code; the Pilot may be contacted by VHF Channel 16. 

Pilotage is obligatory. 

The Pilot shall take control of the vessel approximately 2.2 nautical 
miles in the 330° direction (N.N.W.) of the Loading Station at: 
Lat. 06° 55.3’ S., Long. 12° 22.5’ E. 

It should be recalled that “piloting consists of assistance given to 
Masters in steering vessels upon entry into and departure from the 
piloting zone”. 

It should be stressed that the Master remains at all times entirely 
responsible for any damage or accidents resulting, whether at night or 
yo soe the steering or manoeuvering of his vessel. 

HORAGE: Vessels a load at Palanca, may anchor in 45 m. 
of water, 2.2 nautical mile N.W. from the Loading Station, at 
Lat. 06° 55.3’ S., Long. 12° 22.5’ E 

itis prohibited to anchor in the Prohibited Area within 1.5 miles of the 
line of pipes connecting PAL F2 to PAL P1, and from PAL P2 to the 


Storage Vessel and at least 1.0 nautical miles from the Loading Station. 


The sea floor is sandy and of good consistency for anchoring. Certain 
ee is of flat rocks can delay engagement of the anchor. 
RE IONS: There will be no mooring after 1500 hrs. local time. 

If tanker arrives after 1500 hrs. local time, Pilot will board the following 
day at 0700 hrs. local time. 
MAX. SIZE: The maximum allowable size at the Palanca Terminal is 
150,000 d.w.t. The Master of the lifting vessel must comply with 
international regulations concerning freeboard. 

Also see “Loading”. 
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NAVIGATION AIDS: The production facilities of Elf Exploration Angola 
are protected by an area of prohibited navigation which extends 
0.5 miles around all fixed installations. 

Access to this area is authorised only to vessels working for or 
authorised by Elf Exploration Angola. 

This prohibited area is marked at night by white lights, emitting the 
letter ‘U' every 15 seconds, installed on the corners of the platforms and 
on the front of the storage tanker “Palanca”. 

Average height of the lights — 19 m. 

Range — 5 miles. 

In the event of reduced visibility (less than 1 mile) the floating storage 
vessel emits audible signals in accordance with the international collision 
regulation for warning of approaches at sea, consisting of the letter ‘U’ 
every 30 seconds. 

Platforms are located as follows (1994): 

Production Platform Palanca (PAL P1): Lat. 06°58’ 23”"S., Long. 
12° 22’ 33” E. 

peng Noneeaie (PAL F2): Lat. 06° 56’ 43” S., Long. 12° 22’ 35"E. 

latform (PAL T1): Lat. 06° 58’ 13” S., Long. 12° 22’ 30" E. 

Flare Platform (PAL T2): Lat. 06° 58’ 24” S., Long. 12° 22’ 38" E 

Production Platform (PAL P2): Lat. 06° 58’ 25"S., Long. 12° 22’ 40" E. 

Production Platform (PAC F1): Lat. 07° 05’ 59” S., Long. 12° 20’ 19” E. 

Flare Platform (PAC T1): Lat. 07° 05’ 47” S., . 12° 20’ 13” E. 

Production Platform (BUF F1): Lat. 07° 07’ 05” S., ‘Long. 12° 22' 10" E. 

Production Platform (PAC F2): Lat. 07° 07’ 42” S., Long. 12° 20’ 55” E 

Production Platform (IPS F1): Lat. 07° 03’ 56” S., Long. 12° 24’ 50” E. 

Production Platform (PAC F3): Lat. 07° 04’ 20” S., Long. 12° 19’ 55” E. 

Production Platform (IMP F1): Lat. 07° 00’ 34” S., Long. 12° 22’ 43” E. 

Drilling Platform (PAC F4): Lat. 07° 09’ 26” S., Long. 12° 20’ 45” E. 

Drilling Platform (COB F1): Lat. 07° 12’ 14” S., Long. 12° 23’ 31” E. 

A sealine of 2,600 m. links the production platform (PAL P2) with the 
Floating Storage “Palanca”’. 

A sealine of 3,600 m. links the Production Platform (PAL P2) with the 
Auxiliary Loading Buoy. 

A sealine of 2,164 m. links the Floating Storage “Palanca” with the 
Auxiliary Loading Buoy. 

Additional rigs may operate in the vicinity of these platforms at any 
time. Consequently vessels coming to load at Palanca must refer to 
radio messages received prior to arrival. 

HEALTH: Health inspection is carried out by the chief doctor of the 
Border Health Police. 

The Health Authority of the Port of Soyo may grant Free Pratique by 
radio. 

In the event of a contagious illness on board, Health Authorities must 
be advised by radio before arrival. 

RADIO: Arrival Advice: Vessels should advise their ETA by radio 72, 
48 and 24 hours in advance to Elf Exploration Angola. 

Thereafter, they should give notice of any significant changes in their 
expected hour of arrival. 

Vessels shall address their ETA to: 

Elf Exploration Angola 

Rua Marechal Broz Tito, No. 13, CP 2610, Luanda. 
Telephone: 390293, 390343, 390393 

Telex: 4130-4132 ELFANG 

Palanca: Floating Storage Vessel. 

S.S.B. monitoring (voice) on 6,342 kHz from 0700 hrs. to 1700 hrs. 

VHF monitoring on Channel 16 permanently. 

Monitors satellite communications permanently: 

Via Atlantic satellite (See “Notice of ETA”). 

Telephone No.: (871) 111.07.77. 

Fax No.: (871) 111.11.76. 

Telex No.: 111.07.77 FJBZ. 
alte following is part of a message sent to a vessel in August 1992. 

jote 
Notices of ETA: 

Please report to Palanca Offshore loading facilities 72 hours in 
advance of ETA, and again 48 hours and 24 hours before arrival. 

Please send telex to Palanca Terminal/FJBX. 

Elf Exploration Angola, Attn. Mrs. E.Gabriel DPRO/DEV/CB. 

(A) Ship using INMARSAT: 
Dial: 005811110777+ (FJBZ) 
009914130+, 009914132+ or 009913513+ (A/B ELFANG 
AN). 
(B) Ship using Radiotelex: 
Dial: 05811110777 
09914130, 09914132 or 09913513. 
In respect of the shore station procedure. 
(C) Ship using Wireless Telegraphy: 
1. Address all messages to “Bureau Porthisheadradio”. 
2. First two words of text: “TLX 09914130 ELFLUANDA”, 
and: TLX 0581111077 Terminal Palanca/FJBZ. 
3. Messages to be treated and abstracted on board at normal 
radio/land line rates to U.K. 
Please advise (Terminal Palanca and Elf Exploration Angola): 

Name of your Shipping Agent. 

Name of Master. 

Vessel’s Flag and Call Sign. 

Voyage Number when leaving Palanca after loading. 

Destination and last Port of Call. 

If loading can be initiated while deballasting. If not, advise required 

deballasting time. 

Quantity of clean ballast and permanent ballast on arrival. 

Confirm that your heating coils and tanks are sound and not leaking. 

Your loading rate with 1 x 16 in. hose. 

Revert with dimensions of your forward Panama Fairlead. 

Confirm that cargo tanks will be under inert gas on arrival. 

If you have received Owner's instructions regarding insertions or 

special mentions to be added on Bill of Lading. Please revert with 

your standard Carrier Alpha Code. 


According to your instructions, when can loading be initiated (date 

and time). 

Quantity of slops on board, and if “Load-on-Top Procedure” will be 

followed this voyage. 

Revert with your vessel's experience factor calculated as follows: 

Total of ship's figures for the last five voyages, divided by 
Total of B/L quantities for the same voyages. 
If any more information needed. 
Unquote. 
TUGS: Mooring is carried out by a work boat using personnel designated 
by Elf Exploration Angola. 

This vessel is at the disposition of the tanker, under the instructions 
of the Pilot, during the duration of the tanker's manoeuvring and its stay 
at the loading terminal. 

MOORING: Moorings at the loading terminal are furnished by Elf 
Exploration Angola. Consequently, the vessel should be prepared to 
take on board, the hawser as close as possible to the centre line of the 
vessel, the mooring line being composed essentially of 45 m. of 16 in. 
circumference nylon and 7 m. of 3 in. chain. This chain is intended to 
hold fast the nip of the hawser at the fairlead; and furthermore, in order 
to facilitate its taking on board, the hawser is furnished with an “in haul” 


of 10 in. circumference polypropylene, of approximately 200 m. in length. 


The “in haul” is passed to the vessel by means of a tender. The vessel 
must prepare the messenger line for taking on board the “in haul” by 
the bow. 

Weather and sea permitting, mooring will be undertaken between 
0600 hrs. and 1500 hrs. In exceptional conditions, mooring can take 
place at night. 

Unmooring shall take place as soon as loading is completed, whether 
day or night. 

The port derrick should be rigged before arrival and have a minimum 
lifting capacity of 10 tons. 

The port side manifold should be prepared for connecting 216 in. 

Ses. 

BALLAST: Vessels should arrive with sufficient ballast and correct trim 

in order to be able to manoeuvre with safety; such ballast may not be 

less than 30% of the deadweight of the vessel. Deballasting may be 
carried out only with the agreement of the Pilot. 

The storage facility at Palanca is not equipped with an oil separator. 
The vessel should therefore present itself with clean ballast. 

Any vessel presenting itself with dirty ballast may be obliged to depart 
the loading terminal and any resulting delay shall be entirely for its 
account; the acceptance of the Notice of Readiness shall be 
appropriately adjusted. 

The Master shall be responsible for overflow or leakage from the tanks 
or any other situation which can bring about accidental discharge of 
hydrocarbons. 

The scuppers shall be plugged during the duration of loading. 

Elf Exploration Angola shall not be responsible for any violation of 
international regulations. 

LOADING: The Palanca Loading Station of Elf Exploration Angola is a 

single point bow mooring type. 

The vessel shall moor at the bow with the Storage Vessel (tandem 
Tee or with the hawser of the buoy (SPM). 

The Storage Vessel is connected to a Turret Buoy by a semi-rigid 
arm. This buoy is fixed to the sea floor by chains to 6 driven stakes. 
These anchoring chains extend to a radius of 490 m. around the buoy. 

The Loading Buoy is a CALM buoy (Catenary Anchor Leg Mooring) 
fixed to the sea floor by 6x 4.25 in. chains. 

The depth of water at the Turret Buoy is 44 m. The Storage Tanker 
“Palanca” has a capacity of 274,000 metric tons, is 256.5 m. long, and 
60 m. beam. 

The water depth at the CALM loading buoy is 42 m. 

The sealine (2,500 m. x 20 in. diameter) connects the “Palanca” 
Floating Storage to the production platform, the buoy is connected to 
the sealine by 120 in. hose line. 

For loading, there are two possibilities: 

(a) A 20 in. floating line ending in 216 in. lines connects the bow of 
the storage vessel to the intake manifold of the lifting vessel at a 
length of approximately 250 m. from the bow. 

(b) Dispatching of the production from the storage barge to the second 
Loading Station is made through a 30 in. sealine. A floating 20 in., 
300 m. long, flexible line (ending in 2x16 in. lines) connects the 
loading buoy to the lifting tankers manifold. 

The choice of the loading point shall be made by Elf Exploration 
Angola. The normal conditions at the loading stations are as follows: 

Tankers of 40,000 d.w.t. to 150,000 d.w.t. 
Liftings of 40,000 tons to 150,000 tons. 

Exceptionally, the terminal may receive: 

Tankers of up to 280,000 d.w.t. unballasted or half cargo, 
exclusively from the SBM buoy and with 10 days notice. 

Liftings of up to 200,000 tons (programmed in advance according 
to Block 3 Rules). 

The Palanca Terminal has the right to refuse these exceptions. 
Notice of Readiness: Notice of Readiness is to be addressed to Elf 
Exploration Angola. 

Connections: The loading of vessels is carried out by means of 1 x20 in. 

flexible floating line of 256 m. in length, terminating in 2x16 in. hoses, 

27 m. long. Connection to the manifold on board is carried out by means 

of a 16 in. flange (150 ASA.). 

The operations to connect and disconnect the hoses will be executed 
by the mooring crew. During the entire duration of the vessel's stay at 
the Loading Station, the Pilot shall assure that a safety watch is kept on 
board. A representative of Elf Exploration Angola shall perform the 
function of Chief of Loading and remain in permanent contact with the 
storage vessel. 

The work vessel shall remain at the disposal of the Pilot, and shall 
hold fast at the stern of the tanker under tow. A tow should be furnished 
to the work vessel at the stern of the tanker, permitting a permanent 
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traction of approximately 10 tons — 25 tons, during tandem loading 
operations, and also at the loading buoy. 
Loading: Loading can be carried out at a maximum rate of 
12,000 cu.m.p.h. 
Three loading configurations are possible: 
Loading in tandem, maximum rate 8,000 cu.m.p.h. 
Loading on the buoy, maximum rate 6,000 cu.m.p.h. 
Loading simultaneously tandem/buoy, maximum rate 12,000 
cu.m.p.h. (8,000 cu.m.p.h. tandem plus 4,000 cu.m.p.h. from the 
buoy). 

Inspection of the tanks after deballasting and measurement of ullage 
after loading shall be done in the presence of the Pilot, representing Elf 
Exploration Angola. 

Elf Exploration Angola shall place on board the vessel, 2 sealed 
(2 litres) samples representative of the cargo. 

20 minutes before the end of loading, the tanker shall make contact 
with the storage vessel by VHF, so as to be able to stop the pumps at 
the appropriate moment. 

The Master shall be entirely responsible for the valve manifold 
operations and for on board loading safety. 

Palanca Crude Characteristics: (December 1991). 


API @ 60° F. 38.10 
Density in Vacuum @ 15° C. 829 kg./cu.m. 
Pour Point o° Cc. 

Reid Vapour Pressure @ 37.8°C. 52K. Pa 


MEDICAL: In Kwanda (Soyo), there is a doctor who can attend to needs 
of primary urgency. Urgent health evacuations to Luanda are carried 
out by Elf Exploration Angola at the expense of the vessel. 

The Agent of the vessel shall take charge of the evacuee upon his 
arrival in Luanda. 

FRESH WATER: Not available 

FUEL: Not available. 

REPAIRS: The repair shops at Luanda have limited facilities, information 
can be obtained from ship's Agents. 

AIRPORT: The airport is located 4 km. from the city of Luanda, there 
is on average 1 flight per day to Europe, except weekends. 

TIME: GMT plus 1 hour. 

WEATHER: The rainy season predominates in February, March and 
April. 

The dry season and cool season extends two to three months in June, 
July and August. 

Temperature of the Air: |In the rainy season, the temperature of the air 
varies from 23°C to 30°C with a relative humidity of approximately 91%. 

In the dry season the temperature varies from 18°C to 22°C with a 
relative humidity of approximately 86%. 

Temperature of the Sea: On the surface, the temperature of the sea 
varies from 30°C at the start of the year to 20°C in the month of July. 

Salinity varies from 28 to 35 grams per litre. 

Visibility: During the rainy season, particularly February, March, and 
April, the rain limits visibility to 0.5 miles. 

Tides at Palanca: The tides are diurnal, maximum height at Springs is 
1.9 m. The average level is 0.95 m. 

Winds: The dominant winds are from the South, generally less than 
15 knots on the average. Strong winds have a short duration and blow 
from the East or S.S.E. in association with gales (70 km./hr.). 
Currents: In the Palanca region, currents can be extremely variable in 
force and direction but the general dominant current, flows toward the 
N.N.W., its speed on the surface can attain 1.8 knots. 

Swell: The predominant direction of the swell is from the S.S.W., the 
average height varies from 1.5 m. to 2.5 m. with a period of 12 seconds, 
the surface waves generated by local winds rarely exceed 2 m. 

The swell is strongest from May to October and at maximum 2 to 3 
days before Spring tide. 
GENERAL: 
Publications & Charts: 

French Chart No. 3357. 

American Chart H.O. No. 2203. 

French Pilot Book Volume C, West African Coast, Volume 2. 

French Light & Fog Signals, Series C. 

British Admiralty Africa Pilot Volume 2. 

Portuguese Chart No. 305. 

Pollution: \t is forbidden to discharge cinders, flammable materials, 
objects and waste of any kind into the sea. 

Any object falling into the sea should be reported to Elf Exploration 
Angola. 

Elf Exploration Angola may attempt, at any time that it may consider 
appropriate, to fish such objects out of the sea. Such fishing out shall 
be undertaken at the expense, risk and peril of the party responsible. 
Safety: The Master is solely responsible for safety on board his vessel. 

During the entire stay at the loading station, the Master must: maintain 
on board sufficient personnel so as to be able to manoeuvre the vessel 
without risk and to put into action appropriate fire fighting equipment; 
maintain engines so as to be ready to manoeuvre; to attend to the 
hawser so as to assure good mooring without abnormal wear; to keep 
a watch over the floating hose so as not to subject it to any wear or 
chafing which might cause deterioration; to keep watch so that the vessel 
does not collide with the storage vessel, whether as a result of a reverse 
in current or a severe change in wind direction or for any other reason. 
Territorial Waters: The sovereignty of the Republic of Angola extends to 
a distance of 20 nautical miles from the shore line at low tide along the 
coast. 

The Angolan authorities exercise fiscal, customs, health, and 
immigration control on the high seas contiguous to the territorial waters 
up to a distance of 200 miles. 

Currency: The legal currency is the kwanza. 

Storing: It is not possible to provision at the terminal. 

Transport: The means of transport of Elf Exploration Angola cannot be 
utilised by the crew of vessels coming to load at Palanca. There is no 
regular transport between Palanca and Luanda. 
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SHIPMASTER’S REPORT: March 1987. 

Berthing will not be commenced after 1500 hrs. (local time). 

Pilot ladder to be rigged to the water as Pilot boards from rubber 
dinghy. On boarding, Pilot will go forward to inspect mooring 
arrangements. 

Shore gear lifted on board on the port side. 

Loading vessel moors bow to bow with storage vessel. 

Just before taking up a lines the tug makes fast aft. Vessel 
requires a heavy pany om r to lit 's wire. ce vessel starts heavi 
mooring lines, Pilot goes ny ene communicates with bridge on VH 
Channel 72. 


AUTHORITY: Elf Exploration Angola, Rua Marechal Broz Tito No. 13, 
C.P. 2610, Luanda, Republique d’Angola. Te/: 390293, 390343, 390393. 
Telex: 4130, 4132 Elfang. Contact: M.Deschamps, Head of 
Developments. 


QUINFUQUENA: 06.20 S. 12.14 E. (See Plan) 


LOCATION: The Quinfuquena Terminal is located 15 miles South of the 
Zaire River entrance and consists of one loading point. The loading point 
is a single mooring point. 

DOCUMENTS: 

5 Lists of passengers disembarking or in transit, even if nil. 

5 Crew Lists. 

5 Lists giving previous Ports of Call. 

5 Lists of Crew Vaccinations. 

5 Stores Lists. 

5 Personal Effects Lists. 

5 No Animal Lists, even if nil. 

5 Arms and ammunition Lists, even if nil. 

Clearance from last port. 

APPROACHES: It is essential to be in possession of BA. Chart 3206. 

Good radar targets, visible on 24 mile range are: 

Moanda Oil Terminal in position Lat. 05° 56’ S., Long. 12° 10’ E. 

Essungo Platform in position Lat. 06° 14’ S., Long. 12° 09.8’ E. See 
B.A. Chart No. 3206. 

The Quinfuquena Oil Terminal, when a ship is ide, otherwise 
poor echo. During the night a flare in position Lat. 05° 58’ S., Long. 
12° 25' E. is seen at a distance of about 30 nautical miles. 

A steel structure radio mast 48 m. high with total height of 76 m. (28 m. 
above sea level) painted red and white with a red flashing light 2.5 sec. 
located in position Lat. 06° 14’ 30” S., Long. 12° 21' 31” E. at the tank 
farm, can be observed from a distance of at least 25 miles. 

Aero Beacons out of order as well as the lights of Pta. da Moita Seca 
and Cabeca da Cobra. 

PILOTAGE: Pilotage is com paleo The pilot boarding area is inside 
the anchorage circle North of the loading points (See “Anchorage”). 

The Pilot will indicate to the arriving vessel the loading point at which 
it witbe loaded. At this times the Pilot will also confirm the anchoring 
pos 

Masters of vessels are reminded of their obligation to comply with 
hones and are requested to comply with the following: 

icer responsible for the embarkation or disembarkation of the 
Pilot must be a Watchkeeping Officer. 

The pilot ladder must be properly secured. 

The pilot ladder and immediate areas must be adequately illuminated. 

Means must be provided to enable the Pilot to pass safely and 
eer. from the head of the ladder into the ship and on to the 

leck. 

The ladder must be in good condition. 

The length of the ladder should not exceed 30 ft. 

Whenever the distance from sea level to the point of access is more 
pk 30 ft., a combination accommodation ladder/pilot ladder should be 
used. 

Spreaders are to be positioned at intervals of not more than 10 ft. 

Two manropes in good condition should be ready but not lowered 
unless so instructed by the Pilot. 

A lifebuoy with safety line must be available at the embarking/ 
disembarking area. The safety line must have a self-lighting light. 

The pilot ladder must be rigged on the lee side, clear from all 
discharges and water outlets. 

The ladder must be rigged in such a manner that each step rests 
firmly on the ship's side. 

Nylon pilot ladders must no be used. 

The use of pilot hoists is not recommended. 

If, in the opinion of the Mooring Master the pilot ladder is not safe, 
the Mooring Master may refuse to board the vessel and thus cause 
delay to the ship. Such delay would be for ship's account. 

The Master or responsible qualified Deck Officer must be on the bridge 
at all times when the vessel is manoeuvring. 

Vessels are requested to provide food and accommodation for the 
Loading Master. This accommodation should be equivalent to the 
minimum standard required for a Senior Officer. 

Ship's crew required for mooring operations and connecting/ 
disconnecting of the hose. 

ANCHORAGE: Vessels awaiting mooring are requested to anchor 
inside an imaginary circle of 2 nautical miles diameter centred on Point 
“A” (See “Plan") where: 

SPM (Texaco Panama Inc.) bearing is 225° 

RMD bearing is 135° 

Essu flare bearing is 327° 

This will place all anchoring vessels at a minimum of 1.5 nautical miles 
from each of the surrounding sea lines. 
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At times the pilot may alter the anchorage location for one reason or 
another. 

The pilot's requests will always overrule anything written therein. 

The sea bottom in the area is sand and mud. Strict attention must be 
paid to all of the offshore installations in the area. 

In addition to the loading points, these installations include the 
Essungo and Cuntala Platforms, the 18 in. oil sealine from Essungo to 
shore, the 20 in. oil sealine from shore to the R.M.D., the 30 in. oil sealine 
from the R.M.D. to the Texaco S.P.M., the 8 in. oil sealine from Cuntala 
to shore, the 16 in. oil sealine between the S.P.M. and Essungo Platform 
and the 16 in. sealine from the Southem Block Two Fields to the S.P.M. 

These facilities are all marked on the British Admiralty Charts and all 
vessels bound for Quinfuquena Terminal must have on board the British 
Admiralty Charts No. 3206 and No. 638. 

Anchoring is prohibited within a distance of 1.5 nautical miles from 
any of the offshore installations. All traffic is prohibited within a distance 
of 1 nautical mile of the loading points. 

RESTRICTIONS: Mooring carried out daytime only. Unmooring may be 
carried out at night. 

MAX. SIZE: See “Berthing”. 

Characteristics of Acceptable Vessels: 


R.M.D. 
Deadweight tons — maximum. 150,000 tons 
Distance — Bow to Manifold — maximum. 150 m. 
Draft at Loaded Condition. 47 ft. 
Segregated Ballast Tanks. Required 
(See “Ballast’’) 
inert Gas System. Required 
Derricks — minimum SWL. 10 tons 


HEALTH: Upon arrival, Government Officials and Agent board the 
vessel. The party comes by boat from the Kwanda Base near Soyo, 
which is situated about 20 nautical miles from the Terminal. The Agent 
is a local clerk, and speaks English. He boards the vessel on arrival and 
a few hours before departure. 

RADIO: /nitial Message: Companies intending to lift crude oil from 
Quinfuquena Terminal will have to notify Fina Petroleos de Angola — 
Operations by telex (Telex No. 3246 Petrol An), 7 days prior to the 
anticipated arrival date. 

This notification shall contain the following information: 

Name of tanker. 

Flag. 

Gross tonnage. 

Nett tonnage. 

Deadweight tons. 

Distance — bow to manifold. 

Anticipated draft at loaded condition. 

Nominated cargo quantity. 

po aa 

ent. 

Consignee. 

Destination. 

ETA QQ Terminal. 

Deballasting time, if required. 

Subsequent Updated Messages: Vessels bound for Soyo Quinfuquena 
Terminal must give their ETA 72 hours, 48 hours and 24 hours before 
arrival, addressed to Fina Petroleos de Angola, Soyo. 

ETA can be sent by telex to Fina Petroleos de Angola — Operations 
(Telex No. 3246 Petrol An). 

The message should contain: 

Vessel's name and Flag. 

Master's name. 

ETA at loading Terminal. 

Arrival draft. 

Last port of call. 

Deballasting time, if any. 

48 hours before arrival, radio contact can be made with Fina Petroleos 
de Angola Marine Office in Soyo on S.S.B. 8,291.1 kHz between 
0900 hrs. and 0930 hrs. GMT. 

A 24 hour radio watch is maintained on VHF Channel 11 at the 
Mooring Master's Office, call sign “Quinfuquena Pilot”. 

Ships are usually able to make VHF contact at a distance of 30 miles 
from the loading buoy. 

VHF: See “Pilotage” and “Radio”. 

A 24 hour radio watch is required on VHF Channel 11. 

TUGS: One tug, 3,300 h.p. available, also see “Current”. 
BERTHING: The new oil terminal, built for The FST Association, has 
been in operation since December 1979 and is situated 7.5 nautical 
miles offshore. 

The loading point is of the he cee ad (Ready Made Dolphin). This is 
a rigid structure standing on the seabed 

@ RMD is located in about 72 ft. of water in the following position: 
Lat. 6° 19’ 45” S., Long. 12° 14’ 42” E. 
On the RMD 2 limits have to be observed: 
Max. draft 47 ft. 
Max. cargo intake 104,500 tonnes 

The RMD is equipped with a white navigation light and fog horn. 

Identification navigation light: Flash “U" 30 secs. 8.5 nautical miles. 

Identification fog horn: “U" 30 secs. 1 nautical mile. 

A 20 in. cement coated sea line connects the RMD with the shore in 
a position: 

Lat. 6° 14’ 54” S., Long. 12° 20’ 57” E. 
MOORING: In principle mooring operations are not carried out at night 
but unmooring operations are performed day or night. At times, if sea, 
current and weather conditions permit, night mooring can be considered. 
The Mooring Master will in all cases decide when mooring and 
unmooring operations shall be done. 

All mooring and unmooring operations are done by the ship's crew 
as indicated by the =o Master. 

On arrival, vessels must have the port derrick rigged and ready to be 
used. The SWL of the derrick should be 10 tons. 


A line-boat and a crewboat assist the vessels while mooring and 
unmooring. 

Notice of Readiness accepted between 0600 hrs. and 1700 hrs. 

The line-boat will bring the terminal mooring gear alongside, 
which has to be picked up with the ship's derrick. It consists of: 
2x14 m.x56 mm. wire snotters; 2x100 ton SWL Crosby shackles; 
hose slings; 2 pelican hook chain stoppers; pressure gauges. 

Two messenger lines of minimum 400 ft. length must be ready on the 
forecastie. The wire snotters must be installed on the bitts as indicated 
by the Loading Master. 

The line-boat brings 210 in. pick up lines alongside the bow when 
the vessel is within a reasonable distance of the loading point. The 
messenger lines will be connected to the pick-up lines and taken on 
board until the chaffing chains pass through the fairleads. The chaffing 
chains are connected to the wire snotters by means of the 100 ton 
shackles. 

The fairlead should be a single Panama lead mounted on the centre 
line of the vessel suitable for receiving 23 in. chaffing chains. The 
approximate minimum inside dimensions of the inside of the fairlead 
have to be 40 cm. high and 60 cm. wide. 

- Two sets of mooring bits should be situated at the forward end of the 
forecastie head. 

The bitts are to be located not less than 3 m. and not more than 10 m. 
from the centre Panama Lead and capable of handling 56 mm. diameter 
wires. 

Once the vessel is moored to the loading point, the floating hose is 
brought alongside and connected to the manifold by the ship's crew. 
The floating hose is equipped with a 16 in. Camlock connection. The 
floating hose at both the R.M.D. and the S.P.M. is 16 in. The bow to 
manifold distance should not exceed 150 m. for the R.M.D. 

A pressure recorder will be installed on the ship's manifold. During 
the whole period that the vessel is moored to the loading point the line- 
boat will be made fast to the stern of the tanker. The vessel shall supply 
a good towline for this purpose and keep a second one on stand-by 
ready to be used. If available, buoyant lines are also preferred in this 
operation. 

MEDICAL: Assistance only available in an emergency. 
BALLAST: Report: August 1989. 

On contacting Loading Master at QQ Terminal via our Soyo office we 
have been informed that tankers without segregated ballast tanks and 
tankers with clean ballast in clean cargo tanks are acceptable. For any 
further technical details please contact Fina Petroleos de Angola (telex 
3246 Petrol An), attention Operations Manager. 

LOADING: The loading rate is approx. 1,550 cu.m.p.h. Soyo crude oil 
approx. AP! 39.5. The temperature varies with the seasons. At the end 
of May, the loading temperature was 78° F. 

During the whole loading operation, a crew member is stationed on 
the forecastle and one by the manifold. Forecastle must be in permanent 
contact with Duty Officer and Loading Master by radio if available. 

As the oil to be loaded may contain hydrogen sulphide, it is 
recommended to keep breathing apparatus and resuscitators readily 
available during cargo operations. 

Also see “Mooring”. 

FRESH WATER: Not available. 

FUEL: Not available. 

REPATRIATION: Repatriation is available if necessary but can only be 
arranged via Luanda. 

SERVICES: Following are not available: Stores and provisions, cash, 
laundry service, dirty ballast facilities, national flags and ship supply 
service. 

Charts are not available. Vessels must have B.A. Chart Nos. 638 and 
3206 onboard when calling at the terminal. 

MAIL: Mail sent from Europe, usually takes one week. 

GARBAGE DISPOSAL: Not available. 

WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS: None. 

CURRENCY: Nova Kwanza. 

SHORE LEAVE: Not allowed. 

WEATHER: 

Winds: The general direction of the trade winds is E.S.E. to S.S.E. The 
direction is affected by onshore/offshore breezes. 

The onshore breeze appears from the S.W. between 1000 hrs. and 
1100 hrs. and falls at sunset. It is then replaced by a light breeze from 
the S.S.E. to E.S.E. which blows until 0800 hrs. or 0900 hrs. 

From December till May thunder squalls from the N.E. occur. During 
the month of eg) Rabe trade winds often blow night and day. 

From June to September (dry season) the winds are low. S.W. in the 
daytime and S. to S.W. with calm periods at night. At mid-September a 
stable S.W. breeze settles until the beginning of December. It then 
becomes more variable with calms at times. 

Hygrometry: The relative humidity is above 80% for 11 months of the 
year but in June falls to 50%. 

Visibility: Fog appears more often during the dry season than during the 
rainy season. During the rainy season visibility is reduced by heavy 
showers. 

Tides and Current: In general the current flow at Quinfuquena is in a 
Northerly direction and has an average velocity of 0.8 knots. The current 
direction and velocity are governed by two significant sources; the 
Benguela Current flowing North and the outflow of the Zaire River. At 
most times the Benguela Current is the most influential so the most 
common current direction is North. However, at times, especially during 
the rainy season (November to May) the effluent from the Zaire River 
may be so volumnous that it can over-rule the Benguela Current and 
reverse the direction of the current at Quinfuquena. At the RMD we have 
witnessed a 180° change of direction in 10 minutes. 

When this happens during the daylight hours it is possible to receive 
advance notice if the man on watch spots the muddy front from the Zaire 
River moving South. This notice allows the line handling tug crew and 
tanker crew to be in the best position to keep the tanker from contacting 
the protection ring of the RMD. When it happens at night, however, the 


ANGOLA 


allowable reaction time is greatly reduced and any error or delay may 
allow contact of the tanker with the loading point. It is for such instances 
that the watches must be maintained and ready. 

Although, as stated previously, this phenomenon is more likely to 
happen in the rainy season, it can, and has happened in the dry season. 

Tidal currents in this area are minimal. They have an average velocity 
of 0.5 knots and a maximum of 2 knots. The tidal range is about 1.5 m. 
Swell: As far as swell is concerned 93% of the waves come from South 
(S.E. to S.W.). The average height of the swell is 1.5 m. during the rainy 
season and increases to 3 m. or 4 m. during the dry season. 
NOTICE: Notice to Masters 
Subject: Forecastle Head Watchman. 

Quinfuquena Terminal has certain peculiarities and your attention is 
drawn to the following. 

1. The tower is a “Rigid Mooring Device” and is standing on the sea- 
bed as opposed to a “Single Mooring Buoy” which is anchored to the 
sea-bed and therefore has some lateral movement. 

2. Normally your vessel will ride to the Benguela Current (S'ly), 
however the Congo River outfall will occasionally produce an adverse 
current, which will change heading of your vessel to a Northerly direction 
in a very short period of time. 

Therefore a watchman must be placed on the forecastle head at all 
times, and at the slightest indication that the vessel is “Riding-up” to 
the tower, he must not hesitate to call the Mooring Master on board who 
will take the necessary action. 

A line-boat, which has the capacity to tow your vessel astern, clear 
of the tower, will be tied up to your vessel's stern at all times. 

Please ensure that a tow rope of a good quality is passed to the line- 


boat. 
OPERATOR: Fina Petroleos de Angola S.A.R.L., C.P. 1320, Avenida 
Rainha Ginga 128, Luanda, Angola. Tel: 39.01.48/39.02.48/39.03.48 
(Ext. 336). Telex: 3246 Petrol An. FAX: (010-2442) 39.10.31. Cables: 
Fina, Luanda. Contact: Captain R. Moeskops, Marine Superintendent. 
J.G. Campbell, Manager of Operations. 
A cockaiee do Soyo, Capitania do Porto do Soyo, Soyo, Republica 
ngola. 
Ministerio dos Transportes e Communicacoes. 
Direccao National da Marina Mercante e Portos. 


NOTES 
Please also advise Shipping Guides Ltd. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Anguilla 


BLOWING POINT: 18.10 N. 63.05 W. 
ROAD BAY: 18.11 N. 63.01 W. (See Plan) 


PORT LIMITS: Port limits are that of the coast and sea contiguous 
thereto from the mean of the highest and lowest tides to the seaward 
edge of the furthest reef or 1,000 yards seawards where no reef exists. 
DOCUMENTS: The following documents are to be presented to 
Customs upon arrival: 

1 Ship's Register. 

1 Clearance from last Port. 

2 copies Crew List. 

2 copies Passenger List. 

2 copies Cargo Manifest. 

2 copies Stores Declaration. 
PILOTAGE: At present there are no Pilots. 
ANCHORAGE: Within 1,000 yards of the shoreline. 
RESTRICTIONS: No berthing of vessels to a pier is allowed at night. 


The approach to the pier must be clear of anchored vessels at all times. 


MAX. SIZE: Vessels of 4,000 tons and under or 15 ft. draft are accepted. 
HEALTH: Customs accept Pratique documents on behalf of the Public 
Health Department. In the event of any suspected disease on board, 
the yellow flag must be flown. The Public Health and Medical Department 
will be immediately contacted. Until their arrival, no person will be 
allowed to disembark. 
RADIO/VHF: Communications for ship movements are on VHF 
Channel 16. Both sea ports (Blowing Point and Road Bay) are equipped 
with VHF radio. 
TUGS: No tugs in operation at present. Vessels are required to berth 
alongside pier using their own lines. 
BERTHING: Blowing Point has 2 piers. One is used for off-loading cargo. 
The other is used for passengers. 

The Cargo Pier accommodates vessels up to 30 tons. 

The Ferry Pier accommodates ferries up to 25 tons at present. 

The depth alongside the pier at Road Bay is 14 ft. on the North side 
and 16 ft. on the South side. 

Loading and off-loading is done by ship's gear. 
CRANES: None at present. 
SPECIALISED CARGO HANDLING FACILITIES: The front end of the 
pier at Road Bay is used by barges for off-loading. Vessels with 
containers can apply to Haskins Ltd. to assist with off-loading of 
containers as the company is equipped with special trucks for handling 
containers. 
pers ad There are no bridges at any approaches to Anguilla Ports 
of Entry. 
STEVEDORES: There is no organised stevedoring at present. However, 
arrangements can be made to hire workers to assist with loading/off- 
loading operations. Normal working hours are 0830 hrs. — 1200 hrs. and 
1300 hrs. — 1600 hrs. Monday, Tuesday, Wednesday, Friday and 
Saturday, and Thursdays 0830 hrs. — 1200 hrs. 
MEDICAL: Medical attention can be obtained at the Cottage Hospital 
in the Valley which is approximately 5 miles from Road Bay and 8 miles 
from Blowing Point. There is also a dental unit in the Valley. Inoculations 
and vaccinations can be done at the Hospital or at the Clinic in South 
Hill. 
er Coritot Bulk Station is the petroleum port. The deepest depth 
is 30 ft. 
DENSITY: The water at all ports is salt. 
ppm WATER: Fresh water is supplied by the following private water 
trucks: 

(a) National Trucking. 

(b) Charlie Fleming's Water Delivery. 

(c) Island Transport. 

(d) Vanterpool's Water Delivery. 

The average cost per 1,000 gallon is $135.00. 
FUEL: Shell Bulk Station supplies 45 Centane Grade Diesel Oil and 
93 Octane Gas Oil. This is delivered by truck. 
REPAIRS: There is no equipment available at the port for repairing 
vessels. 
DRY DOCKS: None. 
SURVEYORS: None. 
GANGWAY/DECK WATCHMEN: Not necessary at present. 
HATCHES: Opened and closed by the crew. 
CUSTOMS ALLOWANCES: 1 quart of spirits, 4 ozs. perfume and 0.5 Ib. 
of tobacco products. 
CARGO GEAR: Loading and off-loading is done by ship's gear. 
REPATRIATION: Repatriation arrangements are made through the 
Immigration Department. 
AIRPORT: Wallblake Airport is approximately 3 miles from Road Bay 
and 6 miles from Blowing Point. 
TIME: Local time is G.M.T. minus 4 hours. 
HOLIDAYS: New Year's Day; Good Friday; Easter Monday; Labour Day 
(1st May); Anguilla Day (30th May); Whit Monday; Queen's Birthday; 
August Monday (1st Monday in August); August Thursday; August 
Friday; Separation Day (19th December); Christmas Day and Boxing 


Day. 

Goertne can be arranged on these days. Advance notice of 2 hours 
before the end of working day preceding the holiday is required. 
POLICE/AMBULANC RE: Call 911 and ask for service required. 
TELEPHONES: There are no facilities for placing telephones on board. 
BANKS: No banks are situated at the port. However, the Bank of Nova 
Scotia is 3 miles away, and the Caribbean Commercial Bank, National 
Bank of Anguilla and Barclays Bank are 4 miles away. 

SHIP SUPPLY SERVICE: None available. 

IDENTIFICATION CARDS: Not compulsory. 

DELAYS: Delays can be avoided if advance notice of ETA is given at 
least one week before scheduled arrival. 
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AUTHORITY: H.M. Customs Department, The Valley, Anguilla. 
Tel: (809) 497-2513, 497-5313. FAX: (809) 497-5483. Contact: Colonel 
Harrigan, Principle Customs Officer. 


NOTES 
Please also advise Shipping Guides Ltd. 


Antigua and Barbuda 


ST. JOHN’S, Antigua: 17.07 N. 61.52 W. (See Plan) 


PORT LIMITS: All the waters enclosed by an imaginary straight line 
running due West from Weatherill’s Point forming the Northern boundary 
by an imaginary straight line running due North from Shipstern Point 
forming the Western boundary and by the coast line running from 
Weatherill’s Point to Shipstern Point forming the Eastern and Southern 
boundaries. 

DOCUMENTS: 

4 Crew Lists. 

2 Stores Lists. 

4 Passenger Lists. 

1 Customs Declaration. 

1 Declaration of Health. 

4 Copies of Manifest. 

Port Clearance from previous port. 

3 Copies of B/L. 

1 Copy Crew Personnel and Curio List. 

Fumigation and Derat Exemption Certificate to be shown. 
PILOTAGE: Compulsory. Messages should be received by Agents 
48 hours in advance. Pilot boat may be identified by pilot flag. 

Pilot boards at entrance of channel if vessel is proceeding to Deep 
Water Harbour. If vessel proceeding to Oil Berth, Pilot boards 2 miles 
North of Sandy Island. 

ANCHORAGES: Area between Fairway Buoy, South Warrington Buoy 
and No. 1 Channel Buoy. Approximately 7 cables N.N.W. of Pillar Rock 
Light. Depths 40 ft. — 45 ft. Anchorage for vessels up to 54 ft., 2 miles 
N.E. of Sandy Island. 

RESTRICTIONS: (a) No vessel is permitted to berth alongside before 
permission to do so is given by the Port Authority or unless such vessel 
is under the command of a Pilot. 

(b) Tidal variation is negligible. 

(c) Channel is 8,000 ft. long and 300 ft. wide. 

(d) Draft restriction is 32 ft. at berth. 

MAX. SIZE: Vessels of any size, but with a maximum draft of 45 ft. can 
anchor at the Outer Harbour. At berth max. draft is 32 ft.; length of dock 
1,200 ft.; and turning circle 1,200 ft. diameter. 

HEALTH: Pratique given at berth. Suspected infectious diseases must 
be notified to Port Health Inspectors in advance of vessel's arrival. 
RADIO: Cable and Wireless (W.I.) Ltd. via Barbados Radio 8PO. 
MHF: Port Authority maintains watch on Channel 16 during normal 
working hours. Watch is also maintained by Pilot and tugs on Channel 
16 one hour before ETA of any vessel. Tugs and Oil Terminal Pilot use 
Channel 6 during berthing operations. 

RADAR: Nil. 

TUGS: Two harbour tugs, each with 1,500 h.p. engines. Tugs join vessel 
in Approach Channel. Tugs lines normally used. No charge. 
BERTHING: Three berths on pier of length 1,200 ft.; maximum 
permissible shipdraft 32 ft. in salt water; loading or discharging can be 
done either by shore equipment or by ship’s own gear. 

CRANES: Authority owns 1 x 150 ton P & H mobile crane and 110 ton 
Coles mobile crane. 

2x75 ton cranes are available on dockside which are provided by a 
private contractor. 

Lift Trucks: Authority owns 1 large truck with adjustable spreaders 
capable of lifting fully loaded 40 ft. and 20 ft. containers. 

1x15 tons Container lift truck 

2 Champion truck tractors 

1 GMC truck tractor 

6x20 ft. container chassis 

2x40 ft. container chassis 

1x40 ft. container lift frame 

1x20 ft. container lift frame 

92.5 tons forklift trucks 
BULK CARGO FACILITIES: Presently the handling of grain, coal and 
pn ete are being handled at a Ro/Ro dock at the main dock in 

it. John's. 


SPECIALISED CARGO-HANDLING FACILITIES: There are berths 
where LPG carriers are docked and taken care of. This berth is situated 
outside of St. John’s and handles only LPG. There is also a sea berth 
which handles all types of fuel, such as diesel oil, gasoline and bunker 
fuel. The port also accommodates Ro/Ro ships with containers, and also 
hanes penaersed cargoes to the freezer chill facility at the main port 
in St. John’s. 


BRIDGES: None. 


STEVEDORES: 48 hours notice is required to arrange gangs. Average 
load or discharge rate is 10 t.p.h. 

Working hours: 0700 — 1600 Monday to Friday and 0700 — 1100 on 
Saturday. Overtime possible weekdays and Sundays. 


MEDICAL: Agents should have at least 24 hours notice should medical 
attention be required. Hospital facilities are available and can be 
arranged by either Ship's Agent or Port Authority. 


TANKERS: Sea /sland: A concrete platform 180 ft. long with 4 mooring 
dolphins, overall length 750 ft. The jetty platform is protected by 5 foam 
filled Yokohama type fenders. Depth alongside 35 ft. at MLW. Max. draft 
32 ft. (deeper draft subject to Marine Terminal approval). Max. load 
displacement 22,000 tons. Berthing by tankers on South side only. Port 
side alongside with the assistance of 2 tugs. Mooring arrangements: 
2 head/stern lines, 2 breast lines, 2 springs. 

Distance to shore is 4,500 ft. 

Pipelines: 116 in. crude line with 1x12 in. hose; 1x8 in. gasoline 
line and 1 x8 in. distillate line each with 1 x6 in.; 1x4 in. LPG line; 1 <3 in. 
fresh water line. One grade at the time with max. throughput of 
1,500 bbis.p.h. and max. back pressure of 120 p.s.i. 


ANTIGUA AND BARBUDA 


Sea Buoy: A CBM of 5 mooring buoys (3 head buoys and 2 stern buoys) 
in 50 ft. of water. Max. draft 43 ft. Distance to shore 7,800 ft. 1 16 in. 
crude line with 1x12 in. hose (both submarine). No slop residue 
discharge facilities available. 

Hose Connections: Port side amidships on Sea Island and Sea Buoy. 

All Bunker grades are available. The blender is on the jetty with 
meters. Lubricants are availabie. The bunker line is 10 in. with a 6 in. 
bunker hose. 

There are no slops or dirty ballast facilities. Ships to load are to arrive 
with clean ballast. 

There are always two jetty attendants who are to be provided with 
meals. 

It is possible to arrange a boat service between ship and shore but 
the ship's motor lifeboat can be used as well for this purpose and can 
sail in Antiguan waters without restrictions, provided the ship is cleared 
by the Authorities. 

DENSITY: 1025. 

FRESH WATER: Available at Deep Water Harbour, 24 hours’ notice 
required. Also at Oil Refinery Pier and by barge, but only in conjunction 
with bunker fuel deliveries. 

FUEL: All grades of marine fuel available at the Marine Pier. Also 
available at the Sea Buoy and by barges at Deep Water Harbour. 
FIRE PRECAUTIONS: (a) No open fires nor smoking are allowed near 
the open hatches or in the hold in which flammable or dangerous goods 
are stored, or at the place of discharge of shipment. 

(b) No person may set off or ignite any flare, rocket, explosive device, 
firework or make any bonfire or barbecue in any port area other than 
for emergency life saving or ship safety purposes, unless permission 
has been granted by management. 

CONSULS: American, Norwegian, Dutch, French, Danish, Swedish and 
Venezuelan. 

REPAIRS: All types of deck, but only minor engine repairs are possible. 
DRY DOCK: None. 

SURVEYORS: Department of Merchant Marine, Lloyd's and ABS. 
GANGWAY/DECK WATCHMEN: Services of watchman absolutely 
necessary. 

HATCHES: Opening and closing normally carried out by ship’s crew. 
CUSTOMS ALLOWANCES: 1 carton of cigarettes, 1 bottle liquor. 
CARGO GEAR: Loading and discharging effected both by shore and 
ship's yon. but mainly by shore gear. 

REPATRIATION: Facilities exist for effecting crew changes and 
arranging for necessary repatriation. 

AIRPORT: Airport is 4 miles from the Deep Water Harbour, and is served 
by such international airlines as Eastern, Pan Am, American Airlines, 
Air Canada, B.W.1.A., B.A., L.I.A.T., Prinair, Air Guadeloupe, etc. 
TIME: Local time is GMT minus 4 hours. No adjustments made to clocks 
during the year. 

HOLIDAYS: 1st January; Good Friday; Easter Monday; Labour Day (1st 
Monday in May); Whit Monday; 1st Monday and Tuesday in oe 
(Carnival); State Day (1st November); Christmas Day; Boxing Day; 
Queen's Official Birthday which is either the 1st or 2nd Saturday in June. 
POLICE/AMBULANCE/FIRE: Police Tel: 20125-6-7-8; Ambulance Tel: 
20251-2-3; Fire Tel: 20044. 

TELEPHONES: Arrangements exist for placing telephones on board. 
SERVICES: No special services exist e.g. tank-cleaning equipment, 
discharge of tank washings, compass adjusting, etc. However, 
arrangements can be made to carry out these services. 

SHORE LEAVE: Crew members are permitted to go ashore; there are 
abolutely no restrictions. 

IDENTIFICATION CARDS: Not necessary to show identification cards. 
However, may be called upon to present seaman's book should the 
occasion warrant it. 

GARBAGE DISPOSAL: Garbage collection available through agent. 
Charges are U.S.$100.00 per pick-up. Collection time may be arranged 
at ship's convenience. 

WASTE OIL DISPOSAL: Waste oil service is available by truck. There 
is no shore tank. 

SEAMAN’S CLUBS: No Seaman's Clubs available. 

Shops, international telephones, postage services, churches 
available. Football matches can be arranged. Mini-bus service available. 
CURRENCY: The Eastern Carribean Dollar is the local currency. The 
exchange rate against the U.S.Dollar is E.C.$ 2.70 = U.S.$1.00. There 
are no restrictions on seafarers. The $2.70 local currency is a fixed rate 
to the U.S.Dollar. No devaluations. The British Pound is also widely 
accepted. The rate for the Pound is E.C.$ 4.50 = £ 1.00. 
REGULATIONS: Users of the Port should be acquainted with Port 
Authority Act and Port Regulations. Copies of these can be purchased 
at the Government printers. 

DELAYS: Delays due to unavailability of berth are very infrequent. 
However, during the months of December to April, 24 hours delay can 
be expected. 

AUTHORITY: Antigua and Barbuda Port Authority, P.O.Box 1052, 
St.John’s, Antigua, West Indies. Tel: (809) 4620050, 4620053, 4621273, 
4623439. Telex: 2179 Anport Ak. FAX: 809-462-2510. Contact: 
G.W.Benjamin, Port Manager. W.K.N.Gomes, Operations Manager. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Argentina 


Information for ports of Argentina, including drawings of port areas as 
reproduced in our plan section, have been compiled not only with the 
assistance of Port Authorities but also with the very kind co-operation 
of Centro de Navegacion Transatlantica of Buenos Aires to whom we 
are very much indebted. 

Shipowners and Masters wishing to be in pl inewaneg of more detailed 
information concerning River Plate ports, she entina South Atlantic ports 
and the Strait of Magellan, are advised to obtain a copy of the “C.N.T. 
Year Book” which is published by Centro de Navegacion Transatlantica, 
25 de Mayo 489, Buenos Aires. 

N.B. For practical purposes, we have sub-divided information for 
Argentina into three sections as follows: 

|. GENERAL. 
ll. RIVER PLATE PORTS. 
Ill. SOUTH ATLANTIC PORTS. 


|. GENERAL 


DOCUMENTS: Required Prior to Arrival: 

(a) At least 24 hours prior to the anticipated arrival of the vessel, a 
request for berthing must be presented to the General Port 
Administration in triplicate. There is a special form for this request, 
indicating the specifications of the vessel and the freight to be handled, 
for the assignment of the berth. 

Upon receipt of the allocation of the berth, the following authorities 
must be notified: 

a. The Chief of the Office of Maritime Health, to whom a request 
must be made 24 hours in advance for a Health Pratique. This 
must be made in duplicate, on a special form, to which a copy to 
the radio request for a Health Pratique must be attached. This is 
necessary to obtain authorisation to dock in the assigned berth, 
without a prior boarding by the Health Officer; 

b. The Naval Prefecture, to which the request for a Health Pratique 
must be presented indicating the date and time of arrival from 
the open seas at the Intersection (in Buenos Aires) and from the 
intersection at the assigned berth; 

c. The Chief of the Office of Overseas and Coastwise Shipping of 
the Naval Prefecture, to whom a request for pilotage must be 
made in duplicate, indicating the date and time of arrival, and 
designation of berth for the vessel. 


On Arrival: 

Type of Document 
Basic Forms 
Additional Documents: 

1. General Declaration 
Cargo Manifest 
Crew List 
Pi jer List 
. Ship's Store List 
. Crew's Effects Declaration 
Maritime 

Declaration of Health 
. Mail List (a) 

. Entrance Declaration 

10. Standardised aia cover 

11. Section reque: 

(a) Delivered Sroctly to Postal Service. 

Prior to departure: 
Type of Document 

Basic forms 

Additional Documents: 

1. General Deciaration 
Cargo Manifest 
y Swe List 
jer List 
f Salling Notice 
Sailing Declaration 

Request for Health Pratique: 

At least 24 hours prior to sailing, a request for the Health Pratique 
must be presented to the Naval Prefecture (4 sets). 

Other provisions: 

A representative of the Naval Prefecture and a Migrations Inspector 
board the vessel prior to sailing. 

(b) Masters should also have at hand for inspection as required all 
the various certificates such as Certificate of Registry, Postal Packet 
Permit, if pertinent, Freeboard, Measurement, Safety Equipment, Radio 
Installation, Bulk Cargo, Shifting Board Installations or equivalent, and 
Derat Certificate, or exemption. 

None of these documents requires an Argentine Consular visa. 

(c) Port Agents should also receive copies for their use and to 
facilitate any further contacts with the Authorities in case of need. In 
particular they require a large number of copies of Manifest, and from 
this they will prepare Spanish manifest, which must be presented to 
Customs within 48 hours of vessel's entry. A number of extra copies of 
Crew List are also needed, and 1 extra Store List. 

(d) Every person figuring on the Crew List of a vessel entering an 
Argentine port must possess documents proving his identity, such as a 
Discharge Book, Passport or other documents in use in the country of 
origin, authorised by the competent Authorities. 

e) Vaccination Certificate: Members of crew must be provided with 
an International Vaccination Certificate, not more than 3 years old, which 
should be presented on arrival, together with the individual Identity Card. 
Failing this, the crew will be vaccinated by the boarding doctors. 

(f) Identity Cards: On arrival at an Argentine port, Masters of foreign 
vessels must deliver Identity Cards complete with photographs and 
finger-prints of each member of the crew, together with 2 copies of Crew 
List. One set is retained by the Migrations Department, and the other 
document remains in possession of the individual so that once identified, 
the crew member may return to the country without the necessity of 
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obtaining new documents. The Master is handed in exchange 1 copy 
of the Crew List, sealed and signed by the Immigration Officer to enable 
him to prove at other Argentine ports of call, that he has complied with 
the corresponding Regulation. 

No member of the crew, except the Master, is allowed to land until 
ne pernorntin Authorities have checked the crew with the Identity 

ards. 

Masters may if necessary have the Identity Cards completed with 
photographs in the Argentine at the first port of arrival. In such cases it 
is advisable that Agents are advised in advance so that preparations 
may be made against vessel's arrival. The Authorities will not allow any 
members of the crew to be disembarked until they have presented their 
Identity Cards or have had their photographs taken. Agents must present 
these Identity Cards to the Authorities for stamping within 48 hours of 
arrival of the vessel. Immigration control is made at whatever hour the 
vessel arrives, forming part of the normal reception procedure. 

(g) The Stores Lists should be completed with great care as a 
specially trained searchers’ brigade has been visiting most ships as soon 
as Free Pratique is granted. 

Particular care must be taken to declare all sizes and measures in 
the metric system. A plea of a regrettable mistake is not accepted and 
fines, if legally applicable, can be severe. 


FREE PRATIQUE: Vessels take Pratique in port, and may enter and 
berth if they fulfil the following conditions: 

(a) Clean port of sailing and ports of call. 

(b) No persons with infectious or contagious diseases or with fever 
on board. 

(c) No cases during the voyage of disease of international concern, 
or of infectious diseases of an epidemic nature. 

To be able to obtain this privilege of taking Pratique in port, it is 
essential that Masters of all vessels arriving from abroad wireless their 
Agents, not more than 12 hours before arrival, that vessels under their 
command are in the sanitary conditions as required by Art. 45 of the 
regulations to enter port and go alongside. 

On receipt of this message, Agents will present to the Health 
Authorities the request for a berth, accompanied by the telegram sent 
by the Master, not less than 6 hours (nor more than 12) in advance, 
detailing sailing port and ports of call, and indicating the approximate 
hour of arrival. If the wireless message is in code, Agents will give the 
necessary translation, and be held responsible for any error in such 
translated version. 

The message may be sent either in English or Spanish, and we give 
specimen texts in both languages, which should be closely followed: 

“Addressed to Agency in Buenos Aires (or other port) 

solicitamos pedir libre platica ae ca buque 

procedente de ....(2), con escalas en .... (3), con..... (4) 

tripulantes, (5) .. : pasajeros Buenos Aires, (6) . . .pasajeros transito 

punto. declaro no tener abordo persones afectadas por ninguna 
enfermedad pestilencial punto estado sanatario bueno. 


“captain (7).” 
or in English: 
“please request Free Pratique ms (or ss) .................0005 (1), 
proceeding from .............. (2) with calloiat Fu S. e (3), 
WU ters ok ae CN eR Geter: crews, (5) .....rert 2 passengers 


for Buenos Aires,(6) passengers in transit stop hereby declare that 
nobody on board affected by any pestilential disease stop sanitary 
condition good. 

“master (7).”” 


v each case the gaps must be filled in as follows: 

. Port of vessel and flag. 

Port of commencement of voyage. 

Full details of all ports of call. 

Number of crew. 

Number of passengers for Buenos Aires (or whatever port first 
entered). 

Number of passengers in transit. 

Full name of Master, and also of doctor if there is one on board. 

As there have been cases of insufficient information being received 
from vessels, and “added in” by Agents in the translation, the Authorities 
have established this standard form which Masters must follow in their 
messages, and which will accompany the request to the Health 
Authorities. 

This facility now refers to all Argentine ports, the message requesting 
Free Pratique to be sent to the vessel's Agent at first port of call, after 
which Free Pratique is automatic in all subsequent Argentine ports. If, 
however, a non Argentine port is called at en route, Free Pratique must 
again be requested at what will then become the “first Argentine port”. 

Agents will confirm to the vessel, by radio, the date and hour of 
granting of Free Pratique, and with this information in hand, vessel can 
enter port and go alongside. The Port Authorities will board as soon as 
the gangway is placed for their routine inspection, and until they have 
boarded, no one else should be allowed on board. 

Vessels which do not meet the sanitary requirements, or come from 
unclean ports, must fly the yellow flag on entering for the necessary 
inspection alongside. 

River Ports: Vessels proceeding to river ports get Pratique at destination. 
Vessels Lightening: Tankers and other ships lightening in River Plate 
waters, provided they comply with Art. 45, may later continue their 
voyage and go straight into berth at port of destination to take Free 
Pratique there. 

Sick Crew Members: If there is a sick person aboard, the international 
sign “W" must be flown on entering, and for Free Pratique, the customary 
yellow flag. 

Masters must report to the boarding Sanitary Authorities those 
members of the crew having venereal complaints. 

Asian and African Ports: In accordance with WHO requests, all vessels 
proceeding from these ports will be subject to an inspection of all galleys 
and store rooms. 
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Infected Ports: Recent Cholera epidemics have caused the Health 
Authorities to tighten control. All persons on board vessels coming from 
ports in the countries named below must be in possession of the Anti- 
Cholera Inoculation Certificate, and from other zones as indicated as 
International Yellow Fever Vaccination Certificate. 

Cholera: The international certificate is valid from the sixth day of 
inoculation, and for 6 months. The countries at present under control 
are: 

Africa: Algeria, Burkia Faso (formerly Upper Volta), Benin, Cameroon, 
Chad, Ghana, Ivory Coast, Liberia, Mali, Niger, Nigeria, Senegal, Sierra 
Leone, Somalia, Togo. 

Asia: Myanmar (Burma), India, Indonesia, Malaysia (West), Muscat, 
Nepal, Pakistan, Philippines, Vietnam. 

Epidemics are not officially admitted in the Arab Republic of Egypt 
and Sudan, but the certificate is advisable as a precautionary measure. 

Other zones may be affected at short notice. 

Cholera Prevention: Agent's advice to vessels calling at Argentine ports: 

If your vessel has called at South American Pacific Coast ports within 
the last 6 months prior to arrival at Recalada Pilot Station or Brazilian 
ports since 15th February 1992 (or first Atlantic port if applicable), the 
following anti-cholera measures must be strictly abided by and for 
sanitary inspection on arrival at first Argentine port of call: 

All ballast (and bilge water if any) must be chlorinated at the ratio of 
15 grams of granulated hypochloride per ton of ballast, and all ballast 
and bilge discharge valves must be sealed prior to arrival at Recalada 
(or Atlantic port, whichever applicable). 

For passing on to the sanitary authorities, please radio or telex us the 
following: 

Confirmation that ballast tanks/bilges are empty, alternatively quantity 
of ballast on board per tank. 

Quantity of fresh drinking water expected on board on arrival. 

Short description of vessels sewage system. 

Usual Free Pratique request, stating number of crew, that nobody 
affected by any of the six pestilential diseases, that sanitary conditions 
of the vessel are good, signed Master's name. 

If chloride insufficient on board, will arrange delivery at Zona Comun 
(ex-Buenos Aires Roads) (or at first Atlantic port). 

Provided ballast water has been chlorinated, we can obtain permission 
from the authorities to pump out ballast after inspection in port, if so 
required. 

Liquid chlorination is also acceptable. 

Yellow Fever: The vaccination certificate is valid for 10 years, as from 
the tenth day of inoculation. It is required for all persons coming from: 

Africa: Angola, Ghana, Kinshasa, Nigeria, Sierra Leone, Sudan. 

South America: Brazil (territories of Roraima and Boa Vista), Colombia 
(Bolivar, Simiti, Boyaco and Paz de Ariporo). 

Inflammables: \t should be borne in mind that vessels carrying over 
25 tons and under 100 tons of inflammables, explosives, etc., must be 
inspected in the roads before entering whether they have asked for Free 
Pratique by radio or not, although this is still advisable as the one 
inspection is independent from the other. 

CLASSIFICATION OF ARGENTINE PORTS: In accordance with Article 
31 of the Pan American Sanitary Code, the National Health Department 
has classified the Argentine ports as follows: 

Clean Ports Class A — Buenos Aires, Rosario, Santa Fe, La Plata and 
Bahia Blanca. 

Clean Ports Class B — San Nicolas, San Lorenzo, San Martin, Villa 
Constitucion and Concepcion del Uruguay. 

Clean Ports Under the Vigilance of the Health Department — Mar del 
Plata, Necochea and Diamante. 

A clean port, in general, requires the absence of non-imported cases 
of cholera, yellow fever, pest, exanthematic typhus or any other 
contagious disease of a serious epidemic nature, that may be carried 
through international trade. The clean ports of Class A have competent 
staff and suitable sanitary equipment, also bacteriological laboratories, 
registers of disease and deaths, lazarettos, etc. 

The clean ports of Class B are those that have not got all the 
equipment required for Class A. 

FLAG: The flag of the Republic is three horizontal and equal bands of 
which the centre one is white, and the upper and lower, sky blue. 

The official colours, flown by Naval vessels and all official entities are 
distinguished by a rising golden sun in the centre of the white. 

All foreign merchant vessels must fly the Argentine flag from the 

highest mast while in territorial waters and ports, and fly their own 
national colours from the ensign staff. 
PILOTAGE: A. Ordering: For Recalada Station, minimum 48 hours in 
advance, for all other services Agents of the vessels to be piloted must 
apply, in writing, to the Pilotage Section of the Prefectura at their domicile 
before 1700 hrs. on the day before the service is to be effected, or on 
Sundays/holidays, before 1100 hrs. Pilots are obliged to render service 
in strict turn, in accordance with the register in the zone. 

Applications for Pilots presented outside the hours established will be 
accepted but they will be classed under the headings of “Extraordinary” 
or “Urgent” applications. Pilots should always be ordered by the Agency; 
only in exceptional cases may a Pilot be requested direct by a Master, 
when by reasons of force majeure, or change of destination arrival is 
unforeseen. Vessels which are unaware of their Agents name may also 
request a Pilot direct. In such cases the request should be made direct, 
by radio, to the Prefectura with full explanations of the circumstances. 

B. River Plate Zone: There are 3 pilot stations in this Zone, namely; 
Port of Buenos Aires, Intersection and Recalada. 

(i) Inwards from sea. Inward vessels for up river ports Buenos Aires 
or La Plata have to take a Pilot at Recalada, and must give 48 hours 
advance notice of arrival, both to Agents in Buenos Aires and direct to 
Recalada, call sign LSR 500 kHz (600 m.) Type A1, A2. 

The operator is on duty from 0800 — 1000 hrs., 1200 — 1400 hrs., 
1600 — 1800 hrs. and 2000 — to 2200 hrs. Communications can also be 
made on 462 kHz (649 m.). 

The second pilot station is at Intersection Km. 37 measured out of 
Buenos Aires. 
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The Recalada Pilot takes all vessels to Intersection only, where 
another Pilot comes aboard, as follows: 

— if bound for Buenos Aires, a Port Pilot. 

— if bound for La Plata, a river Pilot to La Plata Roads where at 

La Plata Port Pilot takes over. 

— if bound for upriver, a River Pilot. 

(ii) Outwards to Montevideo. Vessels sailing from Argentine Plate 
ports to Montevideo must take an Argentine Pilot up to Montevideo 
Roads, not drop him at Recalada. 

(iii) Inwards from Montevideo. Vessels arriving from Montevideo 
come in charge of a Uruguayan Pilot to Intersection, where the second 
Pilot takes over as above: Uruguayan Pilots, when in Argentine waters 
are subject to all Argentine laws and regulations. 

(iv) Outwards to sea. Outward bound vessels (except for Montevideo) 
are obliged to disembark their Pilots at Recalada, except when 
prevented by weather, in which case the Pilot must land at first available 
port and his travelling expenses back to Buenos Aires are for vessel's 
account. 

Notice: \ssued by the River Plate Pilot Association. 
Information for Masters 

We, the River Plate Pilot Association, welcome Masters and crew 
members visiting our country and wish them a pleasant stay. We also 
feel that in order to improve the fluent traffic of all merchant ships, it is 
convenient to inform Masters about some regulations connected with 
Pilots as well as recommend them to follow such procedures as: 

(1) Pilot's Category: Argentine Regulations state that Pilots have the 
same rights and category as Masters of merchant vessels and thus 
share the same prerogatives. Accordingly, the Pilot is entitled to the use 
of a cabin of his own during his stay on board. When vessels have a 
special cabin for the Pilot, no problem exists. But if this special cabin is 
not available, another cabin with appropriate facilities in adequate 
condition of hygiene and cleanliness should be supplied. 

(2) Arrangement for Embarking and Disembarking Pilots: Strict 
observance of IMO Rules and Argentine Regulations should be kept 
regarding: 

(a) distance from sea level to the point of access to the ship’s deck. 

(b) firm resting of accommodation ladder against ship's side. 

(c) absolute clearance of all discharges. 

(d) horizontal position of platforms. 

(e) proper security and tightness of angle slope, stanchions, rigid 
handrails or handgrips. 

(f) adequate lighting at night-time. 

(g) the obligation of an officer to be always present to supervise all 
wbparseal 12 alin maintaining radio contact with the bridge of 
the ship. 

If any of these recommendations were not strictly followed, the Pilot 

may refuse to board the ship. 

(3) Duration of Pilotage: Masters should be advised that according to 
present Argentine Regulations the duration of the pilotage for a Pilot 
who is working alone is 6 hours. If the latter evaluates he can finish his 
duty, from the moment he goes to the bridge till he reaches his 
destination, in a period of no more than 8 hours, he will remain on duty. 
Otherwise he may anchor the vessel and rest for 6 hours. If the speed 
of the ship is such that the total duration of the pilotage is more than 
8 hours and the lost time at anchor for the Pilot's rest is desired to be 
avoided then 2 pilots should be engaged. 

(4) Trim by the Stern: Masters of loading ships should take into 
consideration that later, when the ship is underway from “Zona Comun” 
to “Recalada Pilot Vessel’, it should be possible to trim the vessel no 
less than 0.45 m. (1 ft. 6 in.) by the stern or more in accordance with 
the Pilot's requirement. This will permit the ship to continue her journey 
with the convenient tide and avoid her staying at anchor for a very long 
period of time, given that with even keel it is imperative to wait for an 
extraordinary High Tide due, mostly, to strong Southerly winds. 

C. River Parana Zone: Comprises the River Parana from the port of 
Parana (Km. 600 from Buenos Aires) down to its mouth, and that part 
of the River Plate limited to the East by its left bank to Punta Negra 
(Uruguay), thence to Intersection, to the South by the North bank of the 
access channel to Buenos Aires Port, to the West the right bank of the 
River Plate from the entrance to Buenos Aires port to Kilometre 0 of the 
River Uruguay. 

On the River Parana, on distances exceeding 200 km. two special 
Pilots must be ordered, and therefore there will be 4 Pilots on board 
(2 special and the 2 on turn), and the vessel has to pay for each of 
them, i.e. 4 times the tariff. 

For distances of less than 200 km., the same ruling applies when 
continuous navigation is requested, which necessitates the employment 
of 2 Pilots on turn. However, when only 1 Pilot is asked for, only 1 
special Pilot is nominated, if specially asked for, and consequently the 
tariff is double. 

(i) Northbound: Pilots for navigation through this zone go on board, 
Northbound, at Intersection, whatever the destination. If for Uruguayan 
ports in the River Uruguay, the Uruguayan Port Pilot comes on board 
off Parana Bravo. 

(ii) From River Uruguay. Vessels from River Uruguayan Ports, either 
Argentine or Uruguayan, change their River Uruguay Pilot for River 
Parana Pilot at the mouth of the Parana Bravo. However, if proceeding 
from a Uruguayan port, it is preferable to send the Parana Pilot to the 
Uruguayan port, and drop the Uruguayan Pilot off Nueva Palmyra. in 
certain cases the Argentine Parana Pilot can also come aboard at Nueva 
Palmyra. 

(iii) Inside Parana River. There are 2 stations for despatching Pilots 
in the River Parana Zone; one at Buenos Aires and the other at Rosario. 
From the port of Buenos Aires Pilots will be cleared to take vessels to 
the Northern limits of the Zone, as also for vessels anchored at ports 
or places South of San Pedro, for any destination. 

From the Rosario station, Pilots will be despatched to vessels 
anchored within the Port of San Pedro, and all places to the North of 
the port, whatever their destination. 
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At some of the smaller ports in this zone the Prefecture will, to avoid 
delay to the vessel, authorise the River Pilot to berth the vessel. This 
request must be made when ordering the Pilot, but Agents at the river 
port must also apply for a Pilot, and see that he is employed if available. 

Draft is ruled by the depth of water at Martin Garcia Bar, which is at 
present 24 ft.6in. at zero. This varies, and from time to time the 
Prefecture has authorized clearance of vessels up to 27 ft. Occasionally 
it happens, in spring, that there is less water in the river above Martin 
Garcia, but the Weekly Bulletin issued by the Authorities covers this and 
all determining depths on the river routes. 

(iv) To Montevideo. Vessels proceeding down river to Montevideo, 
take a Pilot at Intersection to Montevideo Roads, where a port Pilot 
boards. 

(v) To La Plata. Vessels from up river ports for La Plata drop their 
River Pilot at Intersection, take another River Pilot to La Plata Roads 
(optional) and then a Port Pilot there. 

The following are extracts from telexes received by a Master from the 

vessel's Agent (September 1992). 

1. Recalada Pilots do not charge overtime costs. 

2. Depth between Km. 12 and Km. 42 of the Mitre Channel is 8.06 m. 
Navigation width at Km. 34.8 is 60 m. 

3. The Master is the responsible party with regard to the decision as to 
where to anchor to await daylight. He should advise Pilot on this 
matter when Pilot boards. Pilot will then advise best location, so as 
not to obstruct navigation of other vessels. 

4. Hiaiaey service is now privatised. 

5. River Parana Ports: Pilots advise that max. sailing draft is 29 ft. 06 in. 
for vessels of 225m. LOA, navigating downriver through Mitre 
Channel. 

NOTE: Agent recommends 28 ft. max. draft as vessels have gone 
aground and river is not being dredged. 

D. River Uruguay Zone: Comprises the River Uruguay from 
Concepcion de Uruguay, Km. 188 to its mouth, and that part of the River 
Plate mentioned under the Parana River Zone. All Pilots for this Zone 
will be despatched through the Buenos Aires Station. 

E. Bahia Blanca Zone: Comprises the Bay from a line joining the 
buoys at Punta Tejada and Punta Lobos, up to the ports. There is no 
pilot vessel on station. The Vga ed Pilots for the Bahia Blanca Zone 
is effected by the Overseas and sting Office at that port. As the 
official tug for taking Sea Pilots to meet incoming vessels is sometimes 
out of commission, Masters are requested to advise their Agents of the 
ETA 48 hours in advance. The cost of a special tug is heavy, and on 
occasions a saving can be made sharing expenses if the tug can take 
out Pilots for other incoming vessels, and also embark those from 
vessels outward bound from Bahia Blanca. 

F. Southern Ports: South of Bahia Blanca and as far as Rio Grande 
pilotage is obligatory in port, when a vessel requires a Pilot, application 
should be made to the Pilots’ Office of the Naval Prefecture through 
vessel's Agents in Buenos Aires with at least 5 days advance notice. 
They go on board either at Buenos Aires, off Mar del Plata, or at other 
ports as required, and are authorised to operate in all of the Southern 
ports: San Antonio del Oeste, Madryn, Commodoro Rivadavia and the 
adjacent oil berths, Deseado, San Julian, Santa Cruz, Rio Gallegos, San 
Sebastian, Rio Grande and Ushuaia. 

Their duties are to act as Port Pilots for entering, mooring, unmooring 
and leaving any of these ports. 

Vessels from South Atlantic Argentine ports, for Montevideo should 
pick up an Argentine Pilot from Recalada to Montevideo Roads, but if 
such vessels pass further than 5 miles away from Recalada Lightship 
and pass direct to Montevideo Roads, there is no such obligation. 

G. Embarking/Disembarking: Accommodation ladder. The gangway 
should be lowered to about 3 m. above the surface of the water, and 
adjusted in such a way that the Pilot only needs to climb the rope for 
this distance, in order to step on to the gangway. This rope ladder must 
have all the steps resting firmly against the side of the ship, in 
accordance with the requirements of the Safety of Life at Sea 
Convention. Similarly, the ph gi must rest against or be secured to 
the side of the vessel, and Pilots may refuse to board if these conditions 
are not complied with. 

RADIO: All times are given in GMT unless otherwise specified. 

Storm Warning, Met. Situation, Weather Forecasts and Notices to 

Mariners: Are transmitted in clear (A1) in Spanish and then English, 

daily, from the following stations: 


General Pacheco LSV 3220.5 kHz 0.5 kW 0130 hrs. Storm warning 
Buenos Aires Met. resume 
LSV2 5907.5 0.5 kW Forecast 
LSV4 12100 1 kW 
LSV5 17520 1 kW 


and again at 1600 
while LPD 5 transmits the same information on 512 kHz (5 kW) at 0148 
and 1630 hrs. 

The weather forecast covers the zone from Rio de Janeiro to Drake 
Strait and is valid until 1200 hrs. of the next day. The word “nil” is used 
if there is no information to report, as for example in storm wamings. 

Vessels at sea can request a forecast and state of the weather at any 
time from Meteoro Baires, through Pacheco — LPD on 4177, 4187, 8354, 
8374, 11531, 12561, 16708, 16748, 22220 and 22270 kHz. 


Radio Trelew LPZ 20 527kHz 3kW at 1730 
Radio Comodoro 
Rivadavia LPX 2 474 kHz at 0400 


and 1800 as above. 
Vessels at sea in this area can request a forecast from Meteoro 
Comodoro Rivadavia through LPX 2. 
Notices to Mariners and Urgent River Notices: Are transmitted in 
Spanish and repeated in English by Radio Pacheco and Radio 
Gogindiss Rivadavia. 


LPD5 512 kHz 5 _ kW A2 at 0030 hrs. Plate Area 
Pacheco LPD6 4268 kHz 0.25 kW Ai at 1230 
Comodoro LPX 2 474 kHz 3 kW A2 at 1330 2000 
Rivadavia LPX 27 4428.6kHz 0.5 kW A3 at 0400 0800 


1200 2100 
This station only reports on Lat. 42° S. to 52° S. 
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In both cases messages are repeated twice at intervals of 1 minute 
at the times indicated. Notices are repeated daily during 6 days from 
publication, preceded by the signal TTT, followed by the number of the 
notice, the letter R and then the text in this sequence: 

Zone, sea, river, province, locality, etc. 

Lat. and Long. if necessary. 

News in question. 

Sign off with SHN to indicate the authority (Servicio Hidrografia Naval). 

If there is no notice to transmit, the stations will transmit “no hay avisos 
para navegantes”, “no notices for mariners”. 

Notices to Mariners, and Other Items, in Spanish Only: Notices to 

sipuonre and other special information are given in Spanish only as 

follows: 

Rosario — LSQ 38, 477 kHz, A1, at 1305 hrs.: 

Depth of water in the Parana River from Los Pajaros to Los Ratones 

and also the minimum depth between Santa Fe and Rosario. 

Concepcion del Uruguay — LSQ 57, 477 kHz, A1, 0.5 kW at 1300 hrs.: 
Information on the Uruguay River from San Javier to Gualeguaychu. 

Buenos Aires South Dock (Darsena Sur) — LSQ 9, 477 kHz, A1, 1.5 kW 
at 0400, 0500, 0600, 0700, 0800, 0900, 1000, 1100, 1200, 1300, 1400, 
1500, and 1545 hrs. except on Sundays and holidays. 

Depth of water on the gauge at Riachuelo. 

Buenos Aires Central de Comunicaciones (Prefectura Naval Argentina) 
— LSQ 4, 524 kHz, A2, from 05 to 10 minutes each hour: 

Depth of water indicated by the semaphores at Puerto La Plata and 

Riachuelo, and of the El Codillo Zone of the Punta Indio Channel 

referred to zero on the Oyarbide Tide Gauge which is between pairs 

of Buoys 24 and 25 in the Main Channel, and the new tide gauges 
referred to under “Buenos Aires”, Tidal Signals. 

Buenos Aires, Meteo (All A1) —- LSV 3220.4; LSV 2, LSV 6, 5907.5; LSV 
4, 12100; LSV 5, 17520 kHz at 1705 hrs. 

Depth on the River Plate, River Parana, River Paraguay and River 

Uruguay zones. Buenos Aires, Radio Nacional LRA 870 kHz, A3, at 

0100, 1100, 1500, 1800 and 2100 hrs. 

Depths of water and met. forecast for River Plate Zone, this station 

also transmits tidal forecasts at 0100, 1000, 1315, 1600, 1900 and 

2200 hrs. 

Intersection River Plate — LOI, 524 kHz, A2: 

Continuous information on local depths of water, on request. 
Recalada — LSR, 524 kHz, A1: 

Same as Intersection. 

Buenos Aires, Central de Comunicaciones (Navy) — LOL 457.2, 2162.5, 
4856, 8030, 13101, 17180, 22840 kHz, A1, at 0230, 0300, 1300, 1330, 
1930 and 2030 hrs. 

Urgent Notices to Mariners, and Notices to Mariners covering the 

Argentine Coast and river systems. 

Santiago River (La Plata) — LOM, 524 kHz, A2, 
from 05 to 10 minutes each hour: 

Depth of water on the semaphore at La Plata. 

From 10 to 15 minutes each hour: 

State of tides in El Codillo Zone of Punta Indio Channel, referred to 

zero on the Oyarbide Tidal Gauge (between pairs of Buoys 24 and 25). 

All Atlantic ports also transmit local Notices to Mariners and weather 
forecasts in Spanish, the call signs and frequencies are indicated under 
each individual port, but between the powerful stations at Pacheco 
(Buenos Aires) and Comodoro Rivadavia, the whole coast is covered 
by the regular nformation given in both Spanish and English. 
Facsimile Reports: Buenos Aires also transmits facsimile reports, of 
which the following correspond to surface forecasts, valid for 24 hours, 
and weather on Mercator projection. 

0800/0815 and 2000/2015 hrs. 

From station LRO 69 5185 kHz 
and LRB 10720 kHz 

both of F4, white and black with a variation in frequency of plus 400 

minus 400 — 5 kW and referred to observations made 8 hours earlier. 

From the Antarctic, the Argentine Met. Station at the South Orkney 
islands transmits an analysis of the Atlantic area at 0300 and 1700 hrs. 
from LOK on 4250 kHz and 13051.5 kHz. 

Traffic Control and Safety at Sea: The Prefectura Naval Argentina, in 

charge of shipping activities including safety at sea, maintains a control 

centre at Buenos Aires, and another at Mar del Plata (where several 
hundred fishing vessels operate). 

Objectives are to prevent collisions at sea or groundings and to keep 
a safe, expedite and orderly flow of traffic, as well as to alert safety and 
salvage systems when vessels need assistance. 

A-— The Controlled Area, from Buenos Aires, covers from parallel 57° W 

passing through pair of Buoys No. 21 in the Main Entrance Channel to 

a line from San Isidro (Buenos Aires) to the mouth of the Parana Guazu 

River. 

The Centre is on permanent duty in the following VHF-FM channels: 

16 frequency 156.8 MHz for calls, assistance, urgency and safety. 

12 156.6 notices to mariners. 

14 156.7 annex to Channel 12. 

6 and 8 156.3/4 bridge to bridge use. 

Information all vessels in the area, both foreign and national, must inform 

the Centre of the following: 

1. On entering the systems. 

2. On leaving the systems. 

3. On crossing Km. 57 in the main channel. 

4. On arriving at Intersection. 

5. On crossing Km. 11 of the Access Channel to/or from Buenos 
Aires. 

6. When anchoring, mooring or unmooring. 

In each case, except 2 and 6, they will give the estimated hour of 
arrival at the next point en route. 

Vessels will also report, on Channel 16, the following: 

(a) Accident or fire on board. 

(b) Sighting another vessel in apparent difficulties. 

(c) Sighting any dangerous obstacle to navigation. 

(d) Any serious reduction in visibility. 


They will also advise, on Channel 12, as soon as possible, if any 
mark, light or navigational aid is damaged, missing, functioning badly or 
evidently out of position. Vessels must keep constant watch on Channel 
16 from entering the zone to leaving it, and immediately after using any 
of the other channels will continue to listen on Channel 16. If, for any 
reason, this is not possible, they will report this to Control Office by 
Channel 12. 

The Centre transmits as routine information urgent Notices to 
Mariners, ruling weather conditions every 4 hours from 0000 hrs. and 
depth of water at El Codillo, La Plata Port, Riachuela and Martin Garcia 
Bar 5 minutes after every hour. 

Also tide and met. forecasts at 0900 and 1500 hrs. Storm warnings, 
visibility reports and obstructions in channels will be transmitted 
immediately on being reported, and then included in the next routine 
transmission. 

Information can be requested from the Centre at any time. 

The Administration procedure is that figuring in the International Union 
of Telecommunications and/or the Manual for the Use of Mobile services. 

Time used in this service is local Argentine time, i.e. GMT minus 
3 hours. 

Language: Personnel on duty in the Control centre will use only 
Spanish. 

If necessary recourse can be had to the Code groups in the 
International Signal Code in use, and the spelling and lettering tables 
therein, or to Code Q. 

B — Mar del Plata Centre controls the area from 35° 30’ S. to 41°S. In 
this zone the system is voluntary for foreign flag vessels. The Centre 
operates on the following frequencies: 


Coastal Frequency (kHz) Ship Frequency (kHz) 
20 2182 a 


One: Type A3 H 2182 LSO 
2100 LSO 69 2100 d 
4409.4 LSO 70 4410.8 f 
8754.4 LSO 71 8220.4 g 
13189.5 LSO 72 12410.5 i 
Al A2 500 LSO 20 500 
Al 437 LSO 20 437 
4325 LSO 21 4325 
12728 LSO 57 12728 


on: 
Al A2 500 kHz LSO 20 
Al 4325 LSO 21 
A3 H 2182 LSO 20 
4110.8 LSO 70 
8220.4 LSO 71 


and also listens from 00 to 05 minutes each hour on A1 12728 kHz and 
from 45 to 50 minutes every hour on A3 H on 2100 and 12410.5 kHz. 

Vessels can use any of the frequencies listed under “one” after calling 
any of the frequencies in “two”. In radiotelephony, except for frequencies 
2100 kHz and 2182 kHz traffic will be routed in semi-duplex as per 
frequency pairs as indicated in “one” f, g and i. 

In this are Notices to Mariners and Safety information will be 
transmitted as follows: 


A3 H 2100 8754.4 
4409.4 7854.4 


0005 and 0505 
0805 


Argentine time (GMT —3) 
Argentine time (GMT —3) 


4409.4 13189.5 1205 and 1605 Argentine time 
Al 437 4325 0100 and 0600 Argentine time 
4325 12728 1300 and 1900 Argentine time 


Storm warnings or other urgent information will be transmitted in ASH 
and A1 on 500 kHz and 2182 kHz. 

Information: Vessels on entering or leaving the zone will indicate: 

1. Position, course, speed, whence proceeding, whither bound. 

2. Sailing from or entering ports in the area. 

3. Report geographical position every 12 hours counted from time 
of first advice, giving course and speed. 

4. Any change in course or speed which alters the normal route and 
time at which it occurred. 

5. Anchoring in or leaving the area. 

Happenings: All vessels will immediately advise the centre of: 

(a) Accident or damage to own or another vessel. 

(b) Sighting any object dangerous to navigation. 

(c) Any serious reduction in visibility, or unfavourable meteorological 

conditions. 

(d) Having observed if any lighthouse, beacon, buoy, etc., is not 

working properly or is out of its correct position. 

Language and Time: As in River Plate Centre. 

Time Signals: Time signals are transmitted from LOL Buenos Aires as 
follows: frequency 475.5, 2162.5, 4856, 8030, 13101, 17180, 22840 kHz, 
A1. at 0100, 1300 and 2100 hrs. GMT, using the modified modern 
American system, with dots every second from 54.30 to 54.50, a dash 
of 8 seconds ending with 4 half-second dashes, every minute to the 
hour, ending with a dash. 

LOL also transmits on 5, 10 and 15 MHz simultaneously in A1, A2, 
A3. Carrier waves are modulated in 1000 and 440 kHz alternately. 

Signal consist of dots every second, omitting the 59th second, and 
with 1 second interval before the next period commences. 
Transmissions is from 0800 to 0900, 1100 to 1200, 1400 to 1500, 1700 
to 1800, 2000 to 2100, and 2300 to 2400 hrs. Argentine time (GMT 
minus 3 hours daily), except Sundays and national holidays. 

At the end of each period of transmission the call sign is given in 
morse, and before each period the words Observatorio Naval Argentino 
are followed by the hour and minute corresponding to the 
commencement of the next signal. 

Modulation on 440 kHz corresponds to the note LA of the fifth octave 
in the musical scale. 


ARGENTINA 


D/F BEACONS: A number of radio beacons specially for shipping have 
been installed down the coast, in addition to the air beacons which can 
also be used, though with less accuracy 

There are 8 beacons, and 18 aerial beacons in use as follows: 


Practicos Recalada — Lat. 35° 10’ 06" S., Long. 56° 15’ 00” W. range 
150 miles (on the lightship) frequency 320 kHz, A2. 

Signal PR once 9.7 secs., followed by silence 2.3 secs., a long dash 
17 secs., silence 1 sec. dash 17 secs., silence 1 sec. PR repeat the 
cycle, PR again and final silence 14.3 secs., making a period of 
120 secs. (2 mins.). 

In good weather there are 2 transmissions every 2 minutes, from 
02 to 08 and 32 to 38 minutes each hour. 

In fog, one 2-minute transmission every 4 minutes from 02 minutes. 


Punta Mogotes — Lat. 38° 05’ 32” S., Long. 57° 32’ 28" W. range 120 
miles. (On the lighthouse) frequency 295 kHz, A2. 

Signal PM once 9.8 secs., followed by silence 2.2 secs., dash 17 
secs., silence 1 sec., dash 17 secs., silence 1 sec. PM and repeat cycle. 
PM again, final silence 14.2 secs., total period 2 mins. of the hour. 

In weather 2 transmissions as from 06 and 36 minutes of the hour. 

In fog, continuous commencing on the hour. 


Bahia Blanca — (On the Recalada Lighthouse) Lat. 38° 59’ 33”S., 
Long. 61° 15' 38” W. range 350 miles frequency 310 kHz, A2, 0.2 kW. 

Signal BB 9.8 secs., silence 2.2 secs., dash 17 secs., silence 1 sec., 
dash 17 secs., silence 1 sec. BB and repeat cycle, then BB and final 
silence 14.2 secs., total period 2 mins. 

In good weather 2 transmissions 4 mins. apart from 04 and 34 minutes 
after the hour. 

In fog, 1 transmission every 4 mins. from 04 each hour. 


Bahia Blanca — (On the Light Buoy El! Rincon) Lat. 39° 23’ 12” S., Long. 
62° 00’ 48” W. range 200 miles, frequency 310 kHz, A1 and A2 
0.15 kW. 

Signal RN once, 7 secs., silence 2 secs., 2 long dashes 41 secs., 
silence 2 secs. RN repeat cycle, but 1 sec. first silence after signal then 
as before repeat RN and final silence 250 secs., total 6 mins. 

In good weather, 2 transmissions from 02 and another 2 from 32 
minutes of each hour. 

In fog continuously from 02 each hour. 


Bahia Blanca — (On the Segunda Barranca Lighthouse) Lat. 40° 47’ S., 
Long. 62° 16’ W. approx. range 200 miles, 310 kHz, A2. 

Signal SB 9.7 secs., silence 2.3 secs., dash 17 secs., silence 1 sec., 
dash 17 secs., silence 1 sec. SB and repeat cycle, repeat SB final silence 
14.3 secs., total period 2 mins. In good weather, 2 transmissions every 
30 mins., at 00/02 06/08 30/32 and 36/38 minutes on the hour, in fog, 
every 4 mins. 00/02, 06/08, etc. 


Punta Delgada-Los — Lat. 42° 46’ 00” S., Long. 63° 38’ 00” W. range 
200 miles, frequency 315 kHz, modulation 1000 kHz modulated A2 
signal PD 9.7 secs., silence 2.3 secs., long dash 17 secs., silence 1 
sec., long dash 17 secs., silence 1 sec. PD repeat cycle, PD final silence 
14.3 secs. total period 2 mins., good weather 4 transmissions every hour 
at 04, 10, 34 and 40 minutes after the hour. In fog, 2 mins. transmission 
and 4 mins. silence from 04 of the hour. 


San Gregorio — Lat. 45°01'30"S., Long. 65°37’ 51” W. 
200 miles, frequency 295 kHz, A2, 2 kW. 

Signal IL 9 secs., silence 3 secs., long dash 17 secs., silence 1 sec., 
long dash 17 secs., silence 1 sec., IL repeat cycle. IL final silence 
15 secs., 2 mins. period in good weather 4 times every hour, 2 mins. 
each from 00, 06, 30 and 36 after the hour. 

In fog, one 2 minute transmission and 4 silence, from 00 in the hour, 
but fog transmission temporarily suspended. 


Cabo Blanco-Loa — Lat. 47° 12’ 12" S., Long. 65° 44’ 33” W. range 

200 miles (on the lighthouse) frequency 295 kHz, A1, A2, 0.15 kW signal 

CB 12 secs., 2 long dashes 37 secs., CB repeat cycle CB final silence 

250 secs., total period 6 mins. Good weather, twice from 08 and twice 

from 38 minutes after the hour; fog, continuously from 02. 
Temporarily out of service. 


Medical Advice: Medical consultations can be made, without charge, 
from vessels at sea with urgent illness or accidents on board. Messages 
should be brief, but clear and concise, describing the symptoms of the 
illness with all possible details, including age and sex of patient and 
informing what first aid equipment is available on board. 

For priority, messages should be preceded by the urgent signal XXX 
and be signed by the Master of the vessel. 

The Medical section of the International Signals Code, 1931, Volume 
2, can be used, as also clear language if it is necessary to amplify the 
message. 

Messages should be radioed to “Consulta Radiomedica” followed by 
the name of the coastal station used. 

All consultations are gratuitous, they must be composed in Spanish, 
and indicate in this order: 

Sex; Age; clinical antecedents; symptoms leading to the consultation; 
probable cause of the illness or conditions in which accident occurred; 
any other data which could assist diagnosis and facilitate treatment, 
such as pulse rate, temperature (in Centigrade) character and 
appearance of the wound, etc., and informing what first-aid equipment 
is on board. 

The following stations at Buenos Aires give continuous service for this 


range 


purpose: 
LPD 4 44.5 kHz Ai A2 
LPD 68 4268 kHz At 
LPD 86 8646 kHz Al 
CPOwts2 13002 kHz Ai 
LPD 46 17045.6 kHz Atl 
LPD 91 22419 kHz Ai 
LPD 44 4434.5 kHz A3 
LPD 8 8811.5 kHz A3 
LPD 9 13180 kHz A3 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


The Following Beacons, all on A2, may be of assistance 


Lat. Long. Freq. (kHz) Time 
Bs. Aires, Aeroparque OP 34° 31’ 18” S. 58° 29’ 00” W 260 continuous 
Bs. Aires, el Palomar PAL 34° 37’ 58° 36’ 400 from sunset, on req. 
Bs. Aires, Moron MOR 34° 40’ 58° 38’ 355 continuous 
Bs. Aires, Ezeiza EZA 34° 49’ 58° 32’ 365 continuous 
La Plata PTA 34° 53’ 57° 56’ 250 or 275 continuous 
Punta Indio PDI 35° 18’ 57° 16’ 325 09/2300 
Dolores DOL 36° 20’ 57° 42’ 235 on request, range 120 miles 
Bahia Blanca BCA 38° 43’ 62° 12’ 330 daylight only, not Sundays/holidays, 

range 250 miles 

Comandante Espora EPO 38° 45’ 62° 10’ 370 daylig 
San Antonio Oeste SAO 40° 44’ 64° 58’ 220 daylight 
Trelew TRE 43° 14' 65° 19” 205 daylight, range 300 m. 
Comodoro Rivadavia CVR 45° 47’ 67° 30’ 230 daylight, range 230 m. 
Puerto Deseado ADO 47° 44’ 65° 55’ 210 continuous 
San Julian SJU 49° 18’ 30” 67° 46’ 30” 375 occasional, range 150 miles 
Santa Cruz SCZ 50° 01’ 68° 34’ 245 occasional, range 250 miles 
Rio Gallegos GAL 51° 37’ 69° 17’ 330 09/2300 350 miles 
Rio Grande RGN 53° 47’ 57° 40 365 on request 
Ushuaia USU 54° 49’ 68° 19’ 235 on request 200 miles 


TUGS: Use of tugs compulsory. Exceptions may be made to vessels 
with bow thrusters. 
Working Hours at Ports of the Interior: The working hours for towage 
aoninee during the week are from 0700 — 1700 hrs. Saturdays 0700 — 
1100 hrs. 
Ordering of Towage Services: For a service to be performed during 
working hours this must be ordered 3 hours beforehand, and up to 
1600 hrs. on working days and 1200 hrs. on Saturdays. In Bahia Blanca 
and other ports this is up to 1100 hrs. 
Commencement of the Service: There is 30 mins. grace without 
surcharge. 
Overtime Rates: Working days from 1900 — 0700 hrs., 40 per cent. extra. 
Saturdays 0000 — 0700 hrs., 40 per cent. extra. At Buenos Aires and 
Bahia Blanca 1300 — 2400 hrs., 40 per cent. extra. At other ports 1100 
— 2400 hrs., 40 per cent. extra. Sundays and Holidays 0000 — 2400 hrs., 
80 per cent. 
Surcharges for Delays: These will be applied per hour or fraction of 
about 15 mins. 
Cancellations Without Charges: In Buenos Aires it is possible to cancel 
a service 3 hours beforehand, and at Bahia Blanca 2 hours beforehand 
during working days. At other ports 1 hours’ notice is required. 
Cancellations With Penalty: There is a charge of a minimum of 1 hour 
for services ordered during working days and cancelled. On Saturdays, 
Sundays and Holidays, the minimum charge is 2 hours. 
LOAD LINE: Vessels are permitted to load to their Summer marks all 
year round at all River Plate Ports as well as Atlantic ports as far South 
as Cape Tres Puntas; inclusive (Lat. 47° 06’ S., Long. 65° 05’ W.) and 
provided they are Northbound or Eastbound. All ports in the River 
Parana, River Uruguay and the River Plate proper are fresh water. 
With regard to Loaded Draft, the mean draft and not the maximum 
jee! be taken into account, and this should not exceed the Load Line 
marks. 
On the mean draft an allowance will be made equal to the weight of 
the fuel vessel will consume until it reaches the Sea from up-river ports. 
No allowance is given to vessels leaving Buenos Aires or La Plata. 


LIGHTENING ANCHORAGE: Vessels wishing to lighten cargo and 
perform topping-off operations may do so in the following positions: 

Position No. 1 Lat. 34° 42.0’ S., Long. 57° 57.2’ W. 

Position No. 2 Lat. 34° 44.1’ S., Long. 56° 48.0’ W. 

Position No. 3 Lat. 34° 46.0’ S., Long. 56° 48.0’ W. 

Position No. 4 Lat. 34° 43.9’ S., Long. 57° 57.2’ W. 

For ships performing such operations in the River Parana, after 
passing Martin Garcia, the respective zone is between Km. 172 and 
Km. 173 in the River Parana Guazu, outside the channel. It is forbidden 
for ships not lightening or topping off to anchor at these points. 
SPEED: Maximum Speed in Ports, Channel and Rivers: Vessels 
operating in the proximity of an open port, close to quays or loading 
places where other vessels or barges are operating, will reduce speed 
to a maximum 6 knots. 

In particular this refers to 


Rosario between Saladillo and Punta Barrancos (La Florida) 
San Nicolas between Km. 347 and 351 

Ramallo between Km. 322 and 326 

Zarate between Km. 104 and 111 

Campana between Km. 96 and 98 

FUMIGATION: (a) Exemption: Vessels of foreign registry will be 
fumigated when proof is not shewn that fumigation has n effected 


by competent authority, and in a port duly authorised by the International 
Office of Public Hygiene, or that they have been exempted from such 
operation by the Health Ministry at authorised ports, within the last 6 
months. Vessels arriving with an expired Fumigation or Exemption 
Certificate, will be fumigated except where a request of 1 month's grace 
is made to allow vessel to return to home Country or a request is made 
for an inspection. Should the vessel be in either case in a sanitary 
pre rerys and have no trace of rats, an Exemption Certificate will be 
granted. 

(b) Certificates are of no value if vessel is not in good sanitary condition. 
The Authorities will not recognize the validity of any Certificate or issue 
any Exemption Certificate to those vessels which in the opinion of the 
National Health Ministry, after inspecting the vessel, are not in a good 
sanitary condition. Both cyanide and sulphur (Clayton process) 
Fumigation Certificates are accepted by the Health Ministry. 

(c) Permit to Commence Loading of Vessels Ordered to Fumigate: No 
vessels which have had an annotation on their Free Pratique Certificate 
to the effect that they must be fumigated or inspected, are permitted to 
commence loading before these requisites are complied with. To this 
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effect the necessary advice will be passed by the Customs or Port 
Authorities to the Health Ministry for intervention. 

(d) Ports Where Vessels can Fumigate: The sulphur fumigation is 
exclusively effected by the Health Ministry at the ports of Buenos Aires, 
La Plata and Rosario. The cyanide process is effected by private 
companies at practically every port of the Republic, provided sufficient 
notice is given, as at some ports it is necessary to bring the equipment 
from other ports. 

Masters are recommended to ensure that their vessels are in good 
sanitary condition and free from traces of rats on arrival. Even although 
vessels may be given a Free Pratique Certificate, this does not always 
free vessel from fumigation if on arrival at port of loading, the Authorities 
discover traces of rats on board. The granting of Free Pratique has, in 
fact, no relationship to the granting of fumigation exemption, and 
permission to load. 

(e) Weevil: The National Grain Board is very strict on inspecting for 
weevil on board vessels destined to load grain. 

TIDES: Following data indicates the tidal range at Spring and Neaps in 
feet and tenths of a foot indicating the Argentine chart number on which 
the respective datum is given, and the height to be added to or deducted 
from that datum at the various ports, which are given in North/South 
rotation. 


Chart 
Springs Neaps number 
Martin Garcia 2 0.4 70 
Buenos Aires 3.2 0.8 176 
Mar del Plata 3.8 Ls 18 
Quequen/Necochea 5.2 2 18 
Puerto Belgrano 12.6 6.4 74 
(Bahia Blanca) 
S. Antonio Oeste 30.4 11.8 6 
Puerto Madryn 18.8 6 92 
Comodoro Rivadavia 19.6 7.4 30 (plus 0.6 feet) 
Puerto Deseado 17.2 6.2 21 
San Julian 28 9.2 H350 
Santa Cruz 39.8 9.4 2 
Rio Gallegos 39.4 9.6 H 451/2 
Cabo Virgenes 37.8 7.4 203 (minus 2.5) 
San Sebastian 33.8 9.4 84 (minus 0.7) 
Rio Grande 22.6 7.6 67 (minus 2.1) 
Ushuaia 5.2 2.2 45 
and for comparative purposes. 
Montevideo 0.8 0.4 242 (plus 0.8) 
Punta Arenas 5.6 1 British chart 545 


DRY DOCKS AND FLOATING DOCKS: There are 2 dry docks at 
Buenos Aires and 2 at Bahia Blanca, and 5 floating docks at Buenos 
Aires, with smaller ones available at Rosario and Corrientes. 

The 4 dry docks are under the control of the Ministry of Marine as are 
some of the floating docks, but all are available for merchant vessels, 
and private repair companies are permitted to carry out work in these 
Government docks. 

(a) Applications for entering either Dry or Floating Docks are the same: 

Name and class of vessel; flag, characteristics; NRT as per Register; 
nature of repairs; estimated stay in dock, date when ready to enter dock; 
vessels’ Register number and plans of the hull for docking. 

Tank vessels must also supply a “Gas Free” certificate. 

(b) Buenos Aires: The 2 dry docks are at right angles in the North Basin, 
on the Northeast side and have the following dimensions: 


No.1 493 ft. (150 m.), breadth at top of entrance 66 ft. (19.75 m.) 
gradient 1: 300. 
No.2 590 ft. (180 m.), breadth at top of entrance 92 ft. (22.10 m.). 


Vessels with large beam can only enter if their draft does not exceed 
20 ft. 
(c) Bahia Blanca.—The two dry docks are in the Naval Dockyard base. 


No. 1 is 705 ft. (215 m.) in length, width on sill 72 ft. 6 in. 
(22.12 m.). 
No. 2 is 672 ft. 6 in. in length (closed) (205 m.). 


(d) Floating Docks: There are 7 in Buenos Aires, as follows: 


Lifting Capacity Length Internal Breadth 
No. 1 3,500 tons 413’ 126.10 m. 56.0’ 17.10 m. 
No. 2 1,500 tons 300’ 91.50 m. 41.0’ 12.50 m. 
No. 3 750 tons 216’ 65.79 m. 44.0’ 13.32 m. 
No. B 2,800 tons 397’ 110.00m. 60.7’ 18.05 m. 
No. C 1,000 tons 246’ 75.00 m. 51.4’ 15.68 m. 


All supply cranes, fire fighting equipment, compressed air, water 
pumps, electric supply — 380 V. and 110 V. AC or 220 V. DC. Telephone, 
sanitary discharge for ship's bilges and sanitary services on the dock. 


FUEL: Bunker stocks of diesel oil are available in bond at Buenos Aires, 
Bahia Blanca and Montevideo, thus these ports are the most convenient 
for taking Diesel bunkers. It is available at other ports, but has to be 
transported by lorry from Buenos Aires. Lorries are unable to go 
alongside at some of the elevator berths, and there are no oil barges at 
Rosario, San Nicolas, or Necochea. 

At Buenos Aires there are barges of 150 to 550 tons with tanks to 
carry all classes of oil. If smaller quantities are required transportation 
can be effected by lorries from the tanks, the cost being cheaper than 
barging. 

Ol cals be transported by lorry to any berth in the Port of Buenos 
Aires. 


STEVEDORES: Working hours are officially 0700 — 1300 hrs.; 1300 — 
1900 hrs.; 1900 —0100 hrs. and 0100 — 0700 hrs. From 1900 — 0100 hrs. 
and 0100 — 0700 hrs. there is a 100% surcharge on Mondays to Fridays, 
or 200% on Saturdays, Sundays or holidays. On Saturdays the second 
shift (1300 — 1900 hrs.) and on Sundays/holidays the 2 day shifts (0700 
— 1300 hrs. and 1300 — 1900 hrs.) are paid with 100% surcharge. 

In Parana River ports, shifts start and finish 1 hour earlier, except at 
Santa Fe. 

It is forbidden for a man to work more than 1 shift daily, unless no 
other labour is available at the halls, and the Port Captain agrees. 

Use of mechanical appliances is encouraged, and when the Port has 
not sufficient available, the Stevedoring companies hire this to the vessel 
to speed up operations. 
Stevedoring Damage: It is essential that Master and/or Agent leaves 
on immediate record any damage done to vessel or cargo by the 
stevedores, in order to assist in recovering the cost of repairs. 
Holidays and Non-Working Days: National Holidays: January 1st (New 
Year's Day), Good Friday, May 1st (National Workers’ Day), May 25th 
(National Independence Day), June 20th (Argentine Flag Day), July 9th 
(Independence Day), August 17th (Death of Gral. San Martin), 
December 25th (Christmas Day). 
Non-Working Days: Maundy Thursday, 
Holiday). 
Drinking Water. A good supply of drinking water should be available on 
board, and in hot weather this must be iced. 


WATCHMAN: The use of watchmen is obligatory in all ports, and they 
are the auxiliary delegates of the Maritime Authority. One man per 
gangway must be placed. Masters may also place a crew member on 
watch, but in ports where there is an official service the official watchmen 
must be used. His duties are to control access to the vessel, control the 
shipment or discharge of prohibited articles, to revise all packages 
brought on board or landed, see that the moorings are in order, that the 
gangway is duly illuminated and that rat guards are in place. 


WHARF CLEANING: It is the Master's duty to see that the wharf is 
properly cleaned up before his vessel vacates a wharf. Port Authorities 
can do this, and charge the Agents of the vessel last berthed with the 
cost. 


HATCHES: Opening and closing normally carried out by the stevedores 
in each port. All hatches must be kept closed when vessels are not 
operating, and when leaving port, must be well battened down and 
covered with two tarpaulins. 


RAT GUARDS: All moorings must be provided with regulation pattern 
rat guards, 80 cm. diameter. 

As part of the rat control gangways must be painted white and fully 
illuminated at night. Fines are imposed for non-compliance. 


December 8th (Catholic 
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FENDERS: At all ports, vessel must be boomed off the quay at least 
1m. 50 cm. Any type of fender meeting this requirement will do, but at 
San Nicolas, special fenders are supplied. 


NIGHT LIGHTS: All vessels when made fast must illuminate that side 
towards the water with at least one screened light. When vessels are 
double berthed, the one lying second off must comply with this rule. 
Similarly, vessels moored with either stern or bows to shore must show 
a light over the anchor chain to seaward. Vessels laid up or being 
dismantled are exempt from this, but owners are responsible for any 
resulting damages. 

DESTINATION CHANGE: When at sea if there is any change in 
destination, within the Argentine, Masters must report this by radio to 
the Marine Prefecture, indicating the reasons for such change. 


DESPATCHES: Once despatch is granted, this is valid for 12 hours 
only, after which period new despatches must be requested, and 
reasons given for not sailing. In ports where local conditions impose a 
longer limit, the maximum allowable is 30 hours. 

SEAMEN’S INSTITUTES, HOME AND CHURCHES: There is one 
hostel for seamen, and five institutes operating in Buenos Aires and one 
in Rosario, as follows: 


Stella Maris (Apostleship of the Sea) 

Independencia 20 (corner Ing. Huergo). Tel: 33-0832 

Open every day. Vessels visited daily. Hotel — Rooms, Meals, Bar. 
Information — Port Office, Books, Money Exchange, Souvenirs. 
Amusements — Dancing, table tennis, billiards, television, excursions. 
Salon Dance — Wednesdays, Saturdays and Sundays. 

Religion — Mass every Sunday at 1930 hrs., and in the morning on 
board ship by request. Confession at all times. Night prayer for all 
seamen. 

Football games arranged. Books freely exchanged. 


The Missions to Seamen 

Cochabamba 223. Tel: 33-0326 

Open daily from 1900 hrs., with dances on Tuesdays, Thursdays and 
Saturdays from 2100 hrs. Shop, post office, billiards (three tables), 
snooker, table tennis, television, bar (beer, no spirits), etc. 

There is a service of Holy Communion at 1900 hrs. every Sunday. 
Football games and excursions arranged. Vessels are visited. 
Sjomandskirke 
Ing. Huergo 1263. Tel: 33-3861 
Open daily from 0800 hrs. Library, billiards, table tennis, sightseeing 
visits arranged, as also football matches. Vessels visited every day. 

Church services every first Sunday at 1030 hrs. 


Axel Johnson Minne till Svenska Sjoman 
Juan de Garay 80. Tel: 33-7304 
Open daily from 1800 hrs. Library, sightseeing arranged. 
Details of religious services on board of Swedish Church in Azopardo 
1428 (round the corner from the Johnson Foundation). 


Dansky Kirke 
Carlos Calvo 257. Tel: 33-9154 
Danish seamen are welcome at the Norwegian Centre, while at the 
Church the office is open every Tuesday from 2000 hrs. to 2200 hrs. for 
assistance, and the Young People meet on Tuesdays and Fridays from 
2000 hrs. to 2200 hrs., all being welcome. 

Church services are at 1000 hrs. every Sunday, and on third Sunday 
in every month at 1600 hrs. 


Finnska Sjomens-Kyrken. Suommerimien Kirkko 
San Juan 234. Tel: 33-6797. Open daily 1800 hrs. to 2200 hrs. 
Rosario: The Missions to Seamen at Sarmiento 209. 


ll. RIVER PLATE PORTS 


Acevedo Buitrago Ing. Rocca San Lorenzo Villa Constitucion 
Acindar Campana La Plata San Martin Zarate 
Atucha Concepcion del Uruguay Ramallo San Nicolas 
Borghi Diamante Rocca San Pedro 
Buenos Aires Ibicuy Rosario Santa Fe 
Montevideo Distance Table 

F Recalada Practicos Montevideo and Buenos Aires to Parana and intermediate ports 
Recalada Practicos 16 La Plata Nautical miles 
La Plata 116 Interseccion Practicos 
Interseccion Practicos 108 92 10 Buenos Aires 
Buenos Aires 128 112 30 20 Martin Garcia 
Martin Garcia 145 129 47 37 Ibicuy 
Ibicuy 205 189 107 97 117 60 Campana 
Campana 243 227 145 135 155 98 41 Zarate 
Zarate 238 222 140 130 150 93 36 San Pedro 
San Pedro 230 223. 141,181, 1513.94.87 972 Obligado 
Obligado 249 233 151 141 161 104 47 82 77 10 Ramallo 
Ramallo 261 245 163 153 173 116 59 94 89 22 San) Nicolas 
San Nicolas 276 260 178 168 188 131 74 109 104 37 27 Villa Constitucion 
Villa Constitucion 285 269 187 177 197 140 83 118 113 46 36 24 9 Rosario 
Rosario 310 294 212 202 222 165 108 143 138 71 61 49 34 25 Sen Lowrzo, 
San Lorenzo 326 310 228 218 238 181 124 159 154 87 77 65 SO 41 1 Grondona 
Grondona 343 327 245 235 255 198 141 176 171 104 94 82 67 S58 33 17 Gaboto 
Gaboto 348 332 250 240 260 203 146 181 176 109 99 87 72 63 38 22 5 Diamante 
Diamante 374 358 276 266 286 229 172 207 202 135 125 113 98 89 64 48 33 37 Alvear 
Alvear 385 369 287 277 297 240 183 218 213 146 136 124 109 100 75 59 44 48 11 Santa Fe 
Santa Fe 400 384 302 292 312 255 198 233 228 161 151 139 124 115 90 74 59 63 26 15 Bajada Grande 
Bajada Grande 406 390 308 298 318 261 204 239 234 167 157 145 130 121 96 80 65 69 32 21 6 
Parana 410 394 312 302 322 265 208 243 238 171 161 149 134 125 100 84 69 73 36 25 10 4 
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THE RIVER PLATE (See Plan) 


The River Plate, or Rio de la Plata, is formed by the rivers Parana and 
Uruguay, and is one of the greatest river systems in the world, the Basin 
covering nearly four million square kms. It is some 150 miles long, and 
the mud and sand in the waters give a thick brownish colour. Tides are 
small, but the water level is subject to frequent and sudden fluctuations 
on account of the weather. 

The official depth at zero of the long entrance channel from Recalada 
to the Port of Buenos Aires is presently (this varies slightly from time to 


time): 

Width of Alternative 

Channel Depth Width Depth 

(m.) (m.) (m.) (m.) 

Punta Indio 100 9.20 200 8.00 
Intermedio 100 9.75 200 9.15 
Paso Banco Chico 100 9.91 200 9.15 
Buenos Aires Roads, Km. 37 100 9.75 200 9.30 
Access Channel, Km. 37-7.3 100 9.00 _ _— 
North Channel, Km. 7.3-0.9 100 9.60 _— _— 
South Channel, Km. 6.2-0.1 140 8.20 _— — 


From Recalada Lightship West the Bay is all fresh water. 

Vessels drawing 31 ft. or even 32 ft. (fresh water marks) frequently 
navigate safely. The tidal rise and fall is from 3 ft. to 5 ft., but the state 
of the river is influenced to a far greater extent by the force and direction 
of the wind. There is no guarantee that a vessel drawing 31 ft. may not 
be caught by low water caused by a North wind, which carries the water 
seawards. Just as a North wind will reduce the depth of water, so a 
Southerly or Southeasterly wind raises it considerably, often several feet. 

Winds from S.W. to E.N.E. through North make the level drop, North 
being the strongest in this sense. 

E.N.E. to S.S.W. winds make the water rise, S.S.E. having the greatest 
influence. 

Between S.W. and S.S.W. or N.E. and E.N.E. the influence of the 
winds is much less. 

Vessels often touch bottom, or even bump slightly, but as the bed of 

the river is soft mud and silt, one never learns of these ships reporting 
damage. The Plate Pilots, of course, warn Masters of this not infrequent 
occurrence. The docks and basins in the port also have soft mud 
bottoms, except for the entrance between North Basin and Dock 4, and 
it is quite customary to see vessels lying safely aground when loading 
or discharging. 
RECALADA LIGHTSHIP: Vessels enter the Plate system passing the 
Recalada Lightship, 16.8 miles South of Montevideo at Lat. 
35° 10’ 06” S., Long. 56° 15’ W. At this point it is obligatory to take an 
Estuary Pilot, if proceeding West, and a minimum 24 hours’ notice must 
be given both to Agents in Buenos Aires and to Recalada Lightship. 

The Recalada Lightship and pilot station is a small vessel, whose hull 
is painted in vertical black and white stripes, 2m. wide, and with an 
orange/red housing. 

Apart from the usual pilot lights (white above red) there is a lantern 
on the foremast, with a white flash every 8 seconds (1 second light, 
7 seconds eclipse) placed at 19 m. above river level, range 12 miles. 

The lightship also has a fog signal, period 30 secs. sounding for 
3 secs. and silent for 27 secs. 

Radio call sign is LSR on 500 kHz type A1, transmitting in clear every 
hour from 05 to 08 and 35 to 38 minutes. Operator on watch 08 — 10, 
12-14, 16 — 18 and 20 — 2200 hrs., also listens on 462 kHz using 437 
kHz as working frequency. For ship to ship 468 kHz or 156.3/156.4 MHz. 
2182 kHz and 2065 kHz are used in A3 H/J as well as 4125/4239.5 in 
A1 or 3860.5 in A3, for P 3 156.8 or 156.7 MHz. 

Punta Indio Channel 

The term “Adjacent Zone” comprises the zones of the main channel 
of the River Plate which extends 500 m. to either side of the buoy at 
Km. 57 and Buoy No. 30 at Punta Indio Channel, likewise 300 m. on 
each side, outwards, of the pairs of buoys marking the Punta Indio 
Channel between Buoys No. 30 and 1. 

Vessels navigating in these zones have equal privileges to those 
navigating the Punta Indio Channel, which comprises the zone of the 
ibis channel of the River Plate between Buoy No. 30 and the 

ecalada Lightship following the route buoyed for ocean going vessels 
by the Ministry of Public Works. 

Vessels drawing over 24 ft. entering or leaving the River Plate are 
obliged to traverse the Punta Indio Channel from Buoys No. 1 to 30, 
and the Adjacent Zones existing between Buoy No. 30 and Km. 57. 

Westbound traffic, after passing Buoy No. 30 will leave Buoy No. 31 
on the port side, and continue along the North adjacent zone to Km. 57. 

Eastbound, when water level permits, after passing Km. 57 will keep 
to the South adjacent zone as far as Buoy No. 32, then to the North 
leaving Buoy No. 31 to starboard and then heading for pair of Buoys 
No. 30. Should the water level not allow this at Km. 57, vessels will 
follow the North adjacent zone to Km. 66, then take the South zone to 
Buoy No. 32 and then as above, leaving Buoy No. 31 to starboard. 

Vessels drawing 21 ft. and up to 24 ft. inclusive must follow the route 
of the general channel and the corresponding Adjacent Zones and may 
make use of the Punta Indio Channel or not, depending on the depths 
of the river. 

Vessels drawing 19 ft. but under 21 ft. must use the general channel 
of the River Plate and the corresponding Adjacent Zones, but can only 
use the Punta Indio Channel between Buoys No. 19 and 23 when depth 
of the river makes this advisable. 

Vessels drawing less than 19 ft., wishing to follow the route of the 
main channel, may do so through the corresponding Adjacent Zones 
but are forbidden to navigate along the Punta Indio Channel unless there 
are no other ships in that channel, which by reason of their draft, must 
navigate there. They must use the adjacent North Zone when 
Westbound, or South Zone if Eastbound. 

Between pairs of Buoys No. 20 and 30 no crossing is permitted in the 
channel, neither is overtaking allowed. The Eastbound vessel should 
adjust speed to avoid such crossing with an entering (Westbound) vessel. 
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INTERSECTION: This pilot station, near Km. 37 and 166 km. West from 
Recalada is on the South side of the principal channel, 
at Lat. 34° 41’ 04” S., Long. 57° 57’ 05” W. 

Call sign is now LSP on 500 kHz or other frequencies as for Recalada. 
Operator on duty from 0800 — 1000, 1200 — 1400, 1600 — 1800 and 
2000 — 2200 hrs. 

At this point the estuary Pilot concludes his stint, inwards, or takes 
over outwards, and Port Pilots for Buenos Aires take over or finish. 
Similarly up river Pilots for vessels bound for Uruguay or Parana Rivers 
take over or deliver vessels here. 

If, owing to the bad weather or force majeure, the launch cannot 
transfer Pilots, by day the blue flag with the letter “P’" normally flown at 
the fore will be struck, or by night the red and white pilot lights will be 
extinguished, and a red light exhibited at the stern. 

At Intersection vessels anchor while waiting for draft to proceed to the 
Parana or Uruguay Rivers, as well as those awaiting berth in Buenos Aires. 

The holding ground here is not good, being soft mud. All ships drawing 
more than 15 ft. must, before leaving Martin Garcia or Interseccion 
outward bound, ascertain the state of the channel from LSP (Radio 
Interseccion) who will give the departure time, draft, and speed of 
vessels navigating in the channel. Only after receiving this dual 
information can Masters and Pilots decide to proceed, and then must 
communicate time, draft and speed to Radio Interseccion. Vessels 
drawing less than 15 ft. can navigate freely between Martin Garcia and 
Interseccion, but must give way to vessels of deeper draft. 
INTERSECTION TO MARTIN GARCIA: No vessel may cross the bar 
drawing more than 7.92 m. (26 ft.) (often less) and with a minimum 
speed of 10 knots. For those with less than 10 knots but not below 8 
knots, vessels of 5,600 tons or over cannot exceed a draft of 6.70 m. 
(22 ft.) or those of lesser tonnage, 6.85 m. (22 ft. 6 in.). 

If speed is below 8 knots but above 5 knots, the maximum draft 
admissible is 6.1 m. (20 ft.) but such vessels must request a clear 
channel. Ships of less than 5 knots, and tug convoys will request special 
permission from the Naval Prefecture. 

From Intersection (Km. 38) to Martin Garcia (Km. 106) vessels will 
anchor near Km. 37 until there is sufficient water, with 1 ft. under the 
keel and a rising tide or river. If it is calculated that the vessel will have 
3 ft. clear through the whole passage, she may leave, but on a falling 
or stationary river, she must adjust speed to avoid the difficulties 
between Km. 37 and Km. 79. 

From Martin Garcia to Intersection, vessels drawing 22 ft. 6 in. or more 
will leave when conditions assure 1 ft. 6 in. of water under the keel. It 
is essential to radio LSP as above to check on tides, etc. Such vessels 
coming down river must also communicate to LSP the passing of Km. 
eb and 38, while those going up river must advise passing Km. 38, 72 
and 101. 

In the sector Intersection/Martin Garcia vessels may anchor in any 
suitable place until depth of water permits them to go upstream on a 
rising river. 

No vessel drawing over 4.6 m. (15 ft.) may cross or overtake another 
between Km. 47/52; 57/72; 83.5/95 and 100/106; Should a crossing 
appear necessary in any of the prohibited zones between Km. 38 and 
79, the ship which commenced to navigate with 6.8 m. (22 ft. 6 in.) and 
with 0.45 m. (1 ft. 5 in.) under keel will hold back or manoeuvre to avoid 
crossing, except when the vessels which sailed from Intersection did so 
on a falling tide. If the crossing were to occur between Km. 83.5 and 
Km. 96 or Km. 100 to Km. 106 the vessel proceeding upriver will 
manoeuvre or regulate speed. Nevertheless, if crossing appears 
inevitable, any vessel affected by such a manoeuvre has the right to 
lodge a protest on arriving in port or at Intersection. 

Vessels drawing 6.7 m. (22 ft.) or more are recommended to cross 
between Km. 72/74, 80/82 and 96/98. Those drawing less than 6.7 m. 
(22 ft.) may cross between Km. 52/56 and 98/100 provided that they 
keep 0.9 m. (3 ft.) beneath their keel. 

In any case of grounding which may obstruct navigation, totally or 
partially, owners must take immediate action to remove the obstruction, 
including immediate lightening of the ship without waiting for any 
summary report. 

MARTIN GARCIA BAR: The Island itself, in Lat. 34° 11'S., Long. 
58° 17’ W. is an almost circular mass of granite, about 26 m. high and 
some 3 miles in circumference. Shores are muddy but also rocky. 

It commands the entrance to the Rivers Parana and Uruguay, and all 
vessels using these rivers must pass within 0.5 miles of the shore on 
the South side, or within less than 1 mile by the Northern Channel. There 
is an Argentine Naval detachment there. 

Important: It is always said that Martin Garcia Bar rules the rivers; this 
is not strictly correct as, usually in the second half of the year, there 
may be less water in the stretches above Rosario, and at times even 
below San Nicolas to San Pedro, where new shallows keep forming 
which have constantly to be watched. Caution should be used, therefore, 
from July to January in this connection. 

Lighthouse: At an elevation of 38 m. a light is shown from a circular 
stone tower standing 13 m. high in the centre of the island. 

Tidal Signals: These are made from a signal mast placed alongside the 
lighthouse. See “Plan”. 

Day Signals: See “Plan”. 


Night Signals: (White flash) Cycle: 30 seconds 
(Red flash) Long flash: 2.5 sec. each. 
(Green flash) Short flash: 6/10 sec. each. 
White flashes Rising tide: One long. 
Falling tide: Two short. 
Red flashes Above zero: 


For each m.: One long. 
For each 10 cm.: One short. 
Below zero: 
For each m.: One long. 
For each 10 cm.: One short. 
Zero: 
One green and one red, both short. 


Green flashes 


Green and red flashes 


Depth of water here varies from hour to hour, with no pattern, and is 
not dependant on the depth of water in the Parana. The only relation 
between the River Parana and Martin Garcia and San Pedro Bars, 
seems to be that with a full and strong river, the water which is blown 
into the Plate Estuary by Southerly winds against the strong head of the 
river, makes deeper water than a similar Southerly wind opposed to a 
smaller stream from the river. Likewise, the water blown out to sea by 
Northerly winds causes lower depths when the river is running strongly 
than when it is low. The effect is almost that of a new or full moon on 
the lunar tides. 

It must always be remembered, therefore, that the dominant factors 
from Martin Garcia seawards are the direction and force of the wind. A 
Southerly wind will bank up the water, while a Northerly wind will blow 
it out. There may be, say, 30 ft. in the Parana, with a strong North wind, 
and less than 20 ft. on Martin Garcia. With the wind in the S.E., the 
depth at Martin Garcia can rise in a few hours up to 30 ft. 

A prudent course is never to attempt to cross Martin Garcia drawing 
more than 25 ft. even with the river at its highest. 

Martin Garcia lies at Km. 99.4 from Buenos Aires, via Intersection, 
i.e. at Km. 62.4 from Intersection. 

Vessels continue North to Km. 140, at which point the Uruguay and 
Parana Rivers meet to form the River Plate. This is opposite Nueva 
Palmira in Uruguay, and at this point the River Uruguay buoy numbers 
start from Km. 0, while the Parana numbering continues from 140 on 
through the Parana Bravo, which is the Northerly arm of the extensive 
Parana Delta. 

WEATHER: The yearly average direction of winds of Force 7 or more, 
as pera? at Recalada Lightship shows: 
NY 2NESrE..S.E. “Si S.WBMWOE NW: 

0:8) 71S 2 a 4 2 9.7159 o51.8 

expressed in per cent of winds observed, the least frequent being the 
North. Division is relatively even over the year, with perhaps August 
showing a higher incidence of storms. 
The average velocity of winds from the various directions, over the year, 
is 6.8 knots on the coast or 12.5 knots at Recalada Lightship, the highest 
figures being from S.E., S. and S.W. at 8.3, 9.3 and 9.2 knots 
respectively. 

Percentagewise the direction of the winds through the year is 


remarkably even: 
NOONE OnE “S-E. eS... SSW. 9We SINUWS ‘calm 
12.7) 19.6, 014.4, 44.2 11:3 8.7 68 9.2 ass 

Visibility in the Plate area is normally good; rain storms may temporarily 
affect it, but these are usually of short duration. Fog (visibility less than 
1,000 m.) or mist (visibility 1/2,000 m.) occurs from April to October, with 
June showing the highest percentage of fogs (13%). North winds seem 
to favour the forming of os as ne faponee show. 
Direction Calm N Sw W NW 
fog (%) 11 24 7 5 12 é 0 3 13 
Fog on the river forms by a cooling from below of warm air which drifts 
from E. or N.E., and is formed only when the temperature of the air is 
Pets than that of the water. If the current augments its velocity, the 

lifts and visibility improves at sea level. Shore fogs usually affect 
ean the coast and are of short duration. 
Rain falls, on average, 92 days a year, with a total of 1,089 mm. yearly 
ps Buenos Aires, spread evenly through the year with a high in January 
of 113 mm. 
Humidity is high, on average 77% with 82% Winter, and 71% Summer 
months. 
Electric storms are not frequent, and usually limited in extent. 
Average yearly temperature is 16.6°C, in Summer 22.2°, Autumn 17.2°, 
Winter 11.2° and Spring 16°. Extremes correspond to January 43.3° (all- 
time high) and minus 5.6° in July. 
ACTION OF THE WIND ON TIDES: In this large body of enclosed and 
shallow water winds up and down its axis raise or lower the water level 
very appreciably. 

Cross winds in general have much less effect, and the inner and centre 
sections of the Plate show greater variations than the outer part. We 
show below a table as estimated by the Hydrographic Office, based on 
many years observations showing the variations, in cm., due to speed 
and direction of the winds. The values quoted must be applied to the 
astronomic tidal figures to arrive at a net level over datum. 

Four new tide-gauges have been installed — 2 in Punta Indio Canal, 
at Km. 99 and Km. 180, and 2 up-river. Eventually four more will operate 
at Palermo, Banco Ortiz, Martin Garcia and Atalaya. Connected to the 
lt endo Office, the date will be incorporated into the regular tidal 

ulletins. 


Table showing variations in river level according to force and direction 
of wind in the River Plate 
expressed in centimetres. 
Kilometres/hour 


10 20 30 40 50 60 70 80 sign 
N. 18 30 39 48 60 72 84 96 minus 
N.N.E. 9 21 30 36 45 57 69 81 minus 
N.E. 3 6 9 24 39 57 69 81 minus 
E.N.E. 3 6 9 12 18 33 42 51 plus 
Ee: 6 12 24 36 48 60 72 84 plus 
E.S.E. 9 24 39 57 69 81 93 105 plus 
S.E. 21 39 57 72 87 102 114 126 plus 
S.S.E. 30 45 66 81 96 114 132 150 plus 
Ss. 18 36 57 66 78 99 108 120 plus 
S.S.W. 12 24 39 48 57 69 78 87 plus 
S.W. 9 12 18 24 33 52 51 60 minus 
W.S.W. 6 12 18 30 39 51 60 69 minus 
Ww. 9 15 27 36 45 54 63 72 minus 
W.N.W. 12 21 30 36 45 54 66 78 minus 
N.W. 12 21 33 39 48 60 69 78 minus 
N.N.W. 15 24 36 45 54 63 75 87 minus 


(Source: Naval Hydrographic Service) 


ARGENTINA 


The tidal forecasts transmitted regularly over LRA (870 kHz), in 
telephony, in Spanish are, therefore, a combination of astronomical tide 
figures and meteorological influences on this basis. 

Wind direction also affects the hours of the tide. In general, time of 
high water is not affected, but low water can be delayed or advanced 
by the wind force. 

ITRE CHANNEL: The new channel, 5 miles off shore and 28 miles 
long was opened in 1976. It is between Km. 12 of the access channel 
to Buenos Aires and Km. 56 of the Parana de las Palmas branch of the 
River Parana, opposite San Fernando. 

It was dredged to depth of 32 ft. with a width of 130 m. but silting up 
and lack of dredging have reduced the depth to 29 ft. 

At present, ships going up river are allowed to use the channel but to 
proceed only as far as Zarate, with a draft of not more than 27 ft. (a 
maximum draft of 28 ft. is permissible but 2 ft. safety margin must be 
kept below the keel) and, because of the sharp bends in the river, the 
length must not exceed 220 m. 

All the ships navigating down river can use the channel en route to 
ports in the Plate or to the sea, and the draft is limited to 27 ft. and the 
length to 220 m., as above. 

The Mitre Channel shortens the distance between Buenos Aires and 
the grain loading ports up river by 36 miles compared to the Martin 
Garcia route Both routes are almost the same distance from 
Intersection. Campana is brought 95 miles closer to Buenos Aires, and 
Intersection about 90 miles. 

The big advantage of the Mitre Channel is that ships can navigate 
with a draft of 27 ft. compared to an average 24 ft. via Martin Garcia, 
and without the risk of having to wait for more water at the bar, especially 
if drawing over 24 ft. This applies to ships loading grain at up-river ports 
and to those proceeding to and from Campana. 

Vessels proceeding up river to ports beyond Zarate must still use the 
old Martin Garcia route. It is expected that such vessels drawing up to 
27 ft., will soon be allowed to use the Mitre Channel, but some of the 
bends in the river above Zarate will probably have to be straightened 
out first. 

Ships coming down river from Km. 456, just above San Lorenzo, or 
further South, if intending to proceed via the Mitre Channel must not 
draw more than 27 ft. As a point of interest, the depth of the river from 
Rosario to San Pedro is, on average, more than enough for ships to 
load to the 27 ft. maximum fixed, at present, from Km. 177 to Zarate. 
The Hydrographic Office records the river level, and can estimate ahead 
prospects of the depth of the water, and Owners should consult Agents 
before committing a vessel. 

The regulations state that vessels over 120 m. in length or 18 ft. in 
draft may navigate only in day-time. The maximum speed is 12 knots, 
unless expressly agreed with the coastal radio station. 

In the stretch between Zarate and Km. 177 (the junction with Parana 
Guazu) navigation down river is without restrictions but up river it is 
limited to pushed convoys not more than 225 m. long or 28 m. wide or 
9 ft. draft, to ferry boats or to vessels not over 35 m. long or drawing 
not more than 11 ft. At night time, navigation is permitted to ships with 
a length or draft not more than 12 m. or 18 ft., respectively, to pushed 
convoys as above, and towed convoys not over 180 m. long or 28 m. 
wide. 

Vessels over 35 m. long which cannot communicate with another by 
VHF or with the Coastal stations must not cross or overtake in the bends 
and stretches given below, and in any case, no vessel over 60 m. in 
length may do so; between Km. 175/177; 156/158; 148/149; 138/142; 
134/137; 130/132; 124/128; 118/120; 105/108; 99/101; 89/91; 46/52.4. 
Any vessel navigating up stream in the Parana de las Palmas and 
meeting another coming down in the stretch 175/177 (i.e. the fork of the 
Parana de las Palmas — Parana Guazu), must regulate its speed until 
the other has cleared the sector. Similarly, if coming down river towards 
the Parana de las Palmas a vessel sighting another between Km. 230/ 
235 of the Parana Guazu must regulate her speed until the other has 
left the stretch. Also, any vessel in the River Parana or Parana Guazu 
about to enter the Parana de las Palmas and sighting another coming 
up that branch of the river, is obliged to regulate her speed until the 
other has cleared Km. 177. 

Ships over 35 m. long or 11 ft. draft must not anchor outside the 
waiting zones which are between Km. 62/75; 108/111; 120/123; 149.5/ 
153, and those under 35 m. in length or 11 ft. draft must not anchor in 
the dredged channel between km 46.5 and 56 or in the bends and 
stretches between Km. 177 and 46, indicated above, or off Campana 
between Km. 95/99. 

It is prohibited to extract sand or to practice nautical sports and water- 
skiing along the route. 

Ship navigating between the Mitre Channel and the port of Buenos 
Aires may turn either at Km. 12 (the junction of the Mitre Channel and 
the Access Channel) or at Intersection depending on the weather, cargo 
and manoeuvrability of the ship, and with the prior consent of the Traffic 
Control of Buenos Aires. At Km. 12 at least 1 tug must be used for ships 
between 120 and 200 m. in length, and 2 tugs, if over 200 m. 

Ships over 120 m. long when turning at Campana to come down river, 
must use one tug. Permission from the Zarate Coastal station is required 
for berthing and unberthing. 

When passing under the Zarate-Brazo Largo Bridges, ships must have 
an anchor at the ready and an emergency electric generator on stand- 
b 


Ferries crossing the rivers must coordinate their movements with other 
vessels navigating, through the Zarate Coastal Station. 

In the stretches where crossing is not allowed in the Parana de las 
Palmas, vessels longer than 60 m., going down river, must blow 3 blasts 
on the whistle — 1 long, 1 short, 1 long — to indicate that their length is 
more than 60 m. 

All ships must reduce speed, consistent with their steerage-way, in 
the following stretches: off the ports of Zarate and Campana; when 
passing under Zarate-Brazo Largo Bridges; between Km. 69/70 (local 
quay). 
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Pilotage regulations are that of Buenos Aires port. Pilots take vessels 
between Intersection and Km. 12 of the Access Channel. However, 
revised regulations make an exception for Parana Pilots who are now 
authorised to operate on this stretch when vessels are proceeding to 
and from the Mitre Channel/Parana de las Palmas. This avoids the 
inconvenience and expense of having to send out the port Pilot by = 
to Km. 12 or to bring him back, and the alternative of having to emba 
and disembark him at Campana. 

When ships are coming to Buenos Aires from up-river ports, the port 
Pilot is sent out on the tug needed to turn the vessel at Km. 12, and 
vice versa. 

PARANA RIVER: Maximum drafts permitted up to Km. 585 (Santa Fe) 
are governed by the Martin Garcia Bar, and must also, logically, take 
into account river conditions. 

The River Parana rises in Brazil, and is formed by a junction of a 
number of rivers, the principal tributary being the Paraguay River. 

It is a great river at all times, conveying an immense volume of water 
to the Atlantic. The Northern bank is comparatively high and rocky, the 
Southern bank low. 

The stretch above Rosario is entirely riverlike in behaviour with an 
annual flood, rising and falling yearly. From Rosario to Martin Garcia 
Bar, where the river joins the Uruguay River to form the River Plate, 
there is also an annual flood, but this part is also influenced by the Plate 
tides. This section can be divided into two, from San Pedro to Villa 
Constitucion where the tidal fluctuations are always felt, and from Villa 
Constitucion to Rosario where the tide makes its influence felt only in 
periods of low water in the river. 

Maximum depth in the river is normally reached in March and the low 
in September, but it is irregular in behaviour. There is a possibility that 
the series of dams being built in Brazil for hydro-electric purposes may 
eventually regularize the river by permitting some control over the 
seasonal increases. 

When the river commences to fall, care must be taken in calculating 
loaded draft a few days ahead, as the official figures may be reduced 
one or more feet without warning. 

HIGH AND LOW WATER: Maximum and minimum figures registered 
between Rosario and San Pedro in the last ten years. 


Jan. Feb. March April May June 
High Max. 32’ 32' 8” 33’ 7” 36’ 3” 37' 9" 30’ 5" 
Min. 27'2" 29' 2” 29' 2" 28' 7" 29' 5” 25' 3” 
July Aug. Sep. Oct. Nov. 

High. Max. 32’ 28' 2" 29’ 9” 31’ §” 30' 7" 31’ 4" 
Min. 25' 5” 23’ 6” 22’ 8" 25' 8" 26’ 6” 26' 3” 

Jan. Feb. March il May June 

Low Max. 31'3” 31’ 4" 31' 7” 33" 36' 6" 29’ 9” 
Min. 24' 2” 25’ 2h ea 27' 6" 26’ 3” 24' 9” 

July Aug. Sep. Oct. Nov. Dec. 

Low i ~ A ae 25’ 6” 25’ 8" 30’ 29’ 6” 
21' 8” Zh? 23’ 3” 24' 3” 24' 3” 


MAXIMUM DRAFT UP RIVER: When vessels by reason of their loaded 
draft have to complete loading at Buenos Aires or La Plata, they should 
never load deeper than 2 ft. less than the offical draft on the River 
Parana. 

In the sector San Lorenzo/River Plate, when the height of the river is 
4 ft. or more, 1 ft. must be calculated below keel depth; when the river 
is under 4 ft., 2 ft. clearance must be calculated. 

In the sector Parana (Santa Fe)/San Lorenzo, when the height of the 
river on the hydrometer at Santa Fe is 5 ft. 7 in. or more over zero, 2 ft. 
must be calculated under the keel with vessels of under 50 fiscal units, 
or 2 ft. 6 in. over that size. When the depth on the hydrometer is less 
than 5 ft. 7 in. (1.70 m.) then 2 ft. 6 in. and 3 ft. 6 in. respectively must 
be allowed 

These safety margins for the Parana/San Lorenzo/Santa Fe zone refer 
to river navigation; in access channels and ports a margin of 1 ft. is 
sufficient. 

The references to river height refer respectively to Rosario and 
Santa Fe. 

A wie. or rising river will also be taken into account. 

BRIDGES: A road and rail bridge has been built from Zarate (Km. 107 
on Parana de las Palmas) across the various islands and arms of the 
Parana to Brazo Largo (Km. 180 on the Parana Guazu). The span on 
this arm of the river is over 200 m. and clearance at high water 45 m. 

A bridge from Resistencia (Capital of the Chaco Province) connects 
with Corrientes (Capital of Corrientes Province). This does not affect 
ocean shipping, beyond that going to Asuncion, and the clearance of 
the main span is 40 m. above high river level. 

Two bridges have also been built over the River Uruguay, one at 
Paysandu, which will not affect ocean shipping, and another at Puerto 
Unzue to Fray Bentos, in Uruguay. This latter has a 220 m. span with 
36 m. clearance above river level. 


SHIPMASTER’S REPORT: 1979. 
General: This river and its approaches serve the major ports of 
Montevideo, Buenos Aires and Rosario and numerous smaller ports. 

The hinterland and Pampas of this area is of major importance as a 
grain exporting market-and frozen meat exporter. 

For the most part the river is shallow giving a maximum draft 
depending on suitable tide of 33 ft. 

Although Argentina is self sufficient in oil, from her wells in the South, 
with prices around 70p per gallon (20.7.79) cheap by world standards, 
she imports about 300,000 tonnes of LPG per annum mainly from the 
Gulf and Venezuela. 

The majority of the LPG is shipped during the Southern Winter with 
approximately eight 30,000 tonne shipments annually. 

Shipments from Venezuela are in smaller vessels of the 15 — 
30,000 cu.m. size. 

All LPG is for the Account of Gas Del Estado, the state Gas 
Corporation, who tender for contracts from the major Gas traders 
generally bi-monthly. 

The storage capacity at Doc Sud Buenos Aires is about 20,000 tonnes. 

Currency is the Pesos which is very much orientated towards the U.S. 
dollar. The dollar is used for most commercial transactions. 
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Approaches to The River Plate: 
Chui D/F (ALRS 5046) on Brasilian border is good. 

A good longitude is obtained by 200 m. line. On Chart BA. 3064 the 
bank in the region of Lat. 35° 08’ S., Long. 53° 34’ W. is pronounced. 

Cape St. Maria comes in at 35 miles on radar. 

Punta Jose Ignacio is distinct on radar at 22 miles, light observed at 
19 miles. 

Isla Lobos observed at 26 miles on radar. 

Astrong N.E. current set is apparent from the 200 m. line to Isla Lobos, 
particularly so about 40 miles East of Lobos. Pta Del Este Light is difficult 
to pick out from the shore lights. This area is an important holiday resort 
area. A new light has been established: Fl. R. ev. sec. position Lat. 
34° 51.8’ S., Long. 54° 44.0’ W. Vis. 25 miles. 

Anchorages: On 2 occasions the vessel has anchored well East of Zone 
Alpha before proceeding to lighten. Once each in position Lat. 35° 10’ S., 
Long. 55° 32’ W.in15 m.andLat. 34° 57.5’ S., Long. 55° 37.5’ W. in13 m. 

It is wise to pay out plenty of cable as the wind can increase quickly. 

There are 3 lightening or Topping Off anchorages — Alpha the most 
commonly used one being 10.5 miles South of Montevideo Pta Brava, 
Delta 39 miles to East and Bravo 36 miles to S.W. are little used. 

Areas as marked on Argentina Charts H. 113 and H. 116 are not 
rigidly binding and it is as well to take advantage of the deeper water 
3 miles to East of Zone Alpha. 

There are 3 D/F stations in the area. 

Carrasco (CAR) as Admiralty light and Radio signals (ALRS) 5036 
good — Montevideo Airport. Continuous Aero 24 hours. 

South Airport (CRO) 305.7 m. — Lat. 34° 50.5’ S., Long. 56° 01.5' W 
Aero Cont. 24 hours 

Pta Gorda (BC) 340 m. — Lat. 34° 54’ S., Long. 56° 05’ W. Aero Cont. 
24 hours. 

Banco Ingles North Buoy moved position about 1.2 miles East to Lat. 
35° 05.4’ S., Long. 55° 52’ W. light very weak. 

The foul areas marked on Argentina Chart H. 113 and BA. 1749 (C) 
do not exist according to the Masters of local lightening ships and Pilots. 

— Lat. 35° 03.0’ S., Long. 55° 59.0’ W. 
B — Lat. 35° 03.0’ S., Long. 56° 04.0’ W. 
C — Lat. 35° 08.8’ S., Long. 56° 12.7’ W. BA 1749 
D — Lat. 35° 09.0’ S., Long. 56° 15.9’ W. 
E — Lat. 35° 11.0’ S., Long. 56° 14.0’ W. 

The D/F on Isla Flores (ALRS 5038) is not operating and the light is 
very weak. 

The 2 buoys to S.W. of Zone Alpha to Recalada are in position but 

no lights observed on passing them (20.7.79) 
Communications: VHF: Montevideo Movement Control (ALRS 6-H1010) 
speaks little English. We tried to contact them on arrival but got no 
response. The Agents advise vessel to cable anchoring positions to its 
call sign ‘CWC 104 

Recalada pilot station works on Channel 12, English reasonable. 

Interseccion pilot station works on Channel 12, English reasonable. 

Lightening vessel “Permian Gas” — Channel 68. 

Lightening vessel “Lavoisier” — Channel 8. 

Bulk Topping off vessel on station Zone Alpha ‘Arylanza’ of Argentina 
bss! with cranes works Channel 6. 

enerally all Spanish communications — ALRS G 2655, 2670, 2680. 

Montevideo R/T: Punta Carretas (CWF) 6020 transmits 2182 or 2768. 
Spanish and good English. Telephone only Montevideo area. Good. 

Argentina: ‘Pacheco’ LPD, LPL, LPQ 5905 (no English). 

Weather: Generally the weather in this region has been well 
documented. Reading publications one gets the impression at times that 
it can be severe all the time in mid winter. But this is not the case, 
although one should be on the guard all the time, we had very good 
weather during a stay of 16 days in July, generally light winds, clear 
skies, and little rain. Although quite quickly the opposite can happen. 

Visibility can be excellent, up to 20 miles. 

Forecasts for the area are predominately in Spanish. 

The Fascimile that is published for Buenos Aires LRB, LRO 5910 was 

not received on any frequency. 
Tides: Again very well documented. Generally out at Zone Alpha the 
tide is not strong and has little effect. Getting into Recalada and farther 
West to Interseccion the tide has a big effect and can alter very quickly 
with the wind. 

The tides strength is very marked in the shipping channels from 
Recalada Westwards to Buenos Aires. 


Density: At Zone Alpha 1019 
At Recalada 1012 
At Km. 45 1005 


Lightening: As previously mentioned there are three Zones for 
transhipping cargo and topping off. The most commonly used area is 
Zone Alpha the limits of which are not obligatory. 

Before lightening can commence the ship has to be cleared by 
Customs/Immigration who come from Montevideo after travelling up 
from Buenos Aires. They either board by tug or by the first lightening 
tanker. 

9 persons board with 4 persons leaving when formalities are complete 
leaving 5 persons onboard — 6 when Pilot boards at Recalada. They 
consist of Agency Representative, Immigration, Customs, Prefectura of 
Police, Gas Del Estado rep. etc. Those that stay being Agent, Police 
(1), Customs (1), Surveyor (1), Gas Del Estado (1). As long as vessels 
paper work and passes have been well prepared the formalities are 
quickly dealt with. Generally vessels proceed to Zone Alpha when the 
Officials/Lightening Tanker is due otherwise needless standby is 
required because of the close proximity of other lightening operations 
and draft. 

We anchored with Pta Brava 320°x 10.4 miles, depth at HW 12.5 m. 
Plenty of cable on port anchor is required, say up to 8 shackles to guard 
against any sudden gusts of wind. On occasions up to 10 shackles have 
been out. 

Ships passing through this area are required by Argentina Law to 
proceed at slow speed, but rarely do with some narrow scrapes. Zone 
Alpha is joint Uruguay/Argentina territory. 


Pratique: Cable to be sent (in Spanish) to Agent 12 hours before initial 
arrival. Granted when officials board. 

Notice of Readiness: Send cable when vessel has anchored, N.O.R. 
received when Agent boards at Zone Alpha. 

Mail: Agent will bring out mail at Zone Alpha and also give to Interseccion 
Pilot who boards after lightening at Km. 45 if requested in advance. 
Money: If requested well in advance Agent will bring money out at Zone 
Alpha. This helps when berthing at Doc Sud as people can get ashore 
quickly without waiting for money. 

Time: The Time Zone used at Alpha is Argentina time GMT — 3 hours. 
Uruguay time is on GMT — 2 hours. 

Lightening Tankers: At present there are 2 vessels in this operation, 
however a 3rd vessel may soon be allocated. In the past numerous LPG 
ships of different owners have been used. 

“LAVOISIER”: A small semi-pressurized tanker of Argentina registry 
owned by Navigas. 

Vessel has 3 Yokohama fenders floating and 2 small fenders dort 
aft. Very good co-operation maintained — vessel was very efficient. The 
chief officer speaks little English but Master and one Second Mate spoke 
very good English. All very helpful. 

Lines: 3+1 each end in moderate weather. No STBL lines. 

Hose: 6 in. Braided wire (wear gloves) — 18 m. total length — 150 ASA 
couplings. 

Tanks: 6 tanks max. temperature: —6°C 4 bar. 

Capacity: Approximately 2,800 tonnes. 

Rate: 300 t.p.h. Butane, 90 t.p.h. Propane which has to pass through 
heater for pressurization. 

B.P.: Max. 8 bar. 

Gangway: Use STBL gangway aft. 

Radio: Use STBL UHF sets. 

Vessel will take motors, etc., ashore if she is returning to Doc Sud for 
repair by Cromwell Engineering. 

“PERMIAN GAS”: Liberian Flag — call sign A8UR. Chartered by Gas 
Del Estado. 

Has 2 Yokohama fenders and tyres forward and aft. Not very 
satisfactory as operations have to be broken off in any type of wind. 

Lines: 3+1 plus two from STBL F & A. 

Hoses: 6 in. 300 ASA with 300/150 spool piece. Compoflex type with 
rope lagging. Total length approximately 18 m. 

Tanks: 6 semi pressurized — 6 bars 2 grades handled — not together. 

Capacity: 5,200 tonnes max. 

Rate: 350 t.p.h. 

Gangway: From STBL, a short BOT type. 

Radio: Motorola UHF sets from ‘Permian Gas’. 

Navigas are purchasing another LPG vessel about the same size as 
‘Permian Gas’ and should be on station in October 1979. Generally the 
transferred cargo is taken to the smaller outports up the River Plate and 
down the coast, the vessel can be away for up to four days. 

With a mixed cargo of Butane/Propane of 30,000 tonnes two to three 
weeks is the normal length of stay in the River Plate. 

Pilot: Pilot does not board at Zone Alpha. 

Pilot boards at Recalada pilot station at the end of the buoyed channel 
Canal Indio. Pilot vessel is an old coastal troop transport and has been 
on station for 10 years. It is painted with red upperworks and black and 
yellow striped hull. 

Pilots board from small white launches which lie alongside the pilot 
vessels lee side. 

Only 1 ship handled at one time, the launch returns to the pilot vessel. 
Long delays can occur if ships have got bunched up inwards and 
outwards. 

Will use hoist, but have gangway and fixed pilot ladder arrangement 
ready. Make good lee otherwise Pilot will not board. Inwards pass to 
abel of pilot vessel. Outwards to the South. Pilots generally speak good 

nglish. 

Pilot vessel new position: Lat. 35° 10.8’ S., Long. 56° 06’ W. 

Racon shows up well at 20 miles. No D/F. No boarding with wind 
speed above 30 m./sec. No anchoring within 1 mile of pilot vessel. Make 
arrangements for Pilot through Agent via Recalada or Pacheco Radio 
Station at least 48 hours in advance. 

One Pilot to Interseccion Pilot Station, about 7 hours depending on 
tide. If stopping at Km. 45 for lightening, Pilot stays on board and 
changes at Interseccion. 

In the vicinity of Recalada numerous vessels are anchored so its a 
case of having to proceed with caution. 

Canal Indio: From Recalada to Interseccion, 95 miles. 

This channel is marked by light buoys leads to the deeper water off 
Banco Chico near La Plata and is 50 miles in length to Canal Intermedio 
with a bend at Codillo. 

Generally the depth is 28 ft. CD but patches of 27 ft. have been found 
between Recalada Pilot Station and No. 1 buoys. 

We attempted to manoeuvre with a draft of 28 ft. 9 in. but constantly 
grounded near the wreck buoys East of No. 1 buoys. 

The channel from Recalada to No. 1 buoys passes South of the wreck 
buoys, these wreck buoys should not be confused for channel buoys 
as has happened in the past. 

Generally the max. draft is 31 ft. with a tide of 1.20 m. 

Pilots always seem to think of drafts in terms of feet and tide heights 
given out in metres. 

Vessels of up to 33 ft. have safely transitted. 

Once inside the channel at No. 1 buoys the channel is very marked 
and steeply shelving. 

The wreck at No. 17 buoys is to be lifted by a Japanese crane barge 
early in 1980. There is no passing at this point. 

No dredging has been undertaken for five years in Canal Indio but it 
is ea to resume in 1980 after Canal Nord and Sur have been dealt 
with. 

On the day we left (20.7.79) three Spanish built suction dredgers 
arrived (“Buenos Aires”, “Terra Del Fuego” and “La Plata”) with three 
more to follow. It is reported that a total of 20 dredgers have been 
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contracted for, partly Government owned as are the Spanish built 
dredgers and partly German contract work. 

It is hoped dredging will start in Canal Nord and Sur late 1979 moving 
to Canal Indio in 1980 and Canal Mitre 1981. 

The buoys are often missing or the lights out. 

24 hours transit of all vessels is undertaken. Vessels of less than 22 ft. 
navigate outside the channel when deep draft ships approach in channel. 

Vessels of less than 18 ft. navigate outside channel at all times. 

No overtaking from Codillo Bend to Recalada. 

Tides can be strong. 

Km. 99-Racon not working (as BA.1749) 

Tides given on VHF every hour plus 5 minutes in cms. 

As long as no hinderances with ships ahead or draft a speed between 
manoeuvring full and full sea speed is requested. 

La Plata Km. 45 Lightening: Further lightening is undertaken off La Plata 
in the deep water position: Lat. 34° 44.5’ S., Long. 57° 49.5’ W. 

Pilots report that the foul area just South does not exist. 
Interseccion: Pilots changed here after lightening at Km. 45. 

Canal Accesio Buenos Aires: This channel is 15 miles in length and 
leads from Interseccion pilot vessel to the junction of Mitre Canal, Canal 
Nord and Canal Sur. 

It has a depth of 31 ft. CD min. and is probably the deepest of all the 
channels in the area. 

It presents no problems after final lightening. 

The Beacon at Km. 14 on the North side of the channel has been 
destroyed. 

At Km. 14 a forward tug can be engaged at extra charge. This is well 

worth the additional expense to get the vessel around the bend into 
Canal Sur and over the shallows. 
Canal Sur: This relatively short length of channel leading to the Doc Sud 
area is 4 miles in length. It presents the worst problems with regard to 
draft in all the channels but the bottom is of soft mud and no grounding 
damage has been reported. 

Ships invariably always bottom and the channel is kept open by the 
dredging action of vessels. 

The worst area is the Eastern end between Km. 8.2 and Km. 7 with 
a poor area continuing to Km. 5. 

The after tug is taken at Km. 8.2. 

The least depth is 22 ft. CD which means vessels up to 24 ft. 6 in. 
can normally transit and up to 26 ft. with very high tides. 

We had 60 cm. tide with a draft of 24 ft. and had to use full power 
with the vessel listing 5° to starboard when we got to the edge of the 
channel — Southern edge. The tugs were invaluable at this point. 

Pilots report Southern edge of channel worst area. (One large LPG 
ship recently aground for 2 days at draft of 25 ft. 6 in. — 60 cm. tide and 
falling. Vessel aground between Km. 8.2 to 7.6.) 

As soon as Canal Accesio is left at Km. 10.1 steep shelving occurs 
which is very marked on Echo Sounder and vessel is bottoming. 

No night movements of LPG carriers. 

At Km. 1 another shallow area of 21 ft. 6 in. CD is reported but we 
experienced no difficulty in this region. 

Tugs: As previously stated forward tug can be taken at Km. 14 and after 
at Km. 8.2. When outward bound forward tug leaves at Km. 11 (extra 
charge) and after tug at Km. 5. 

Tugs power varies from 2,000 h.p. to 3,500 h.p. 

2 good lines are given to each tug through centre leads fore and aft, 
they will need them with large LPG carriers when turning in the narrow 
confines of Doc Sud. 

Ante Puerto Sud: Vessel is swung in this area so as to enter Doc Sud 
stern first. 

Clearance is very tight. 

Pilot requires both anchors ready and engines prepared for maximum 
astern power. 

Tide depth gauge on North inner entrance. 

In Darsena 2 there are 2 floating dry docks capable of handling ships 
up to 15,000 d.w.t. 

In Darsena 1 a Navy Synchrolift of 10,000 d.w.t. capacity has recently 
been constructed (vertical hoist type, not ramp type). 

The new dock outside at Km. 1 in position: Lat. 34° 38’ S., Long. 

58° 20’ W., has been completed but not dredged. This is to be 
undertaken 1980/81 and is intended for large LPG carriers for Gas Del 
Estado. The breakwater is completed and extends to Lat. 34° 37.9’ S. 
— 550 m. in N.E. direction. 
Doc Sud: Least depth 33 ft. CD. In section 2 on the East side is the oil 
complex with Gas Del Estado berth North end section 2, South side of 
bend, East wall second berth. On West side are grain and frozen meat 
berths. Ships always berth head out. Starboard side to East wall, port 
side to West wall. 

Narrow entrance which large vessels frequently hit, particularly the 
knuckle on East side which should be guarded against with fenders. 
From Interseccion to completion of tie up about 4.5 hours. In all of Doc 
Sud no engine movements are permitted. This is a new regulation. 

If using midship gangway this has to be turned forward before arrival 
so as to land on small pipe jetty. If gangway is aft vessel has to use 
fixed section or hire boat on the offshore side. 

Mooring: 2 headlines, 2 breastlines and 2 springs each end, the leads 
are not very good. Springs onto dolphins. Dolphins have poor fenders 
so advise use ships fenders. 

Manifold: 12 in. — 150 ASA liquid, 8 in. — 150 ASA Vapour return, VRL 
has to be left open. 

Tanks: Max. tank pressure on arrival to be 50 mbs. 

Pumping: 500 to 700 t.p.h. 

Berthing: Daylight hours only. 

Labour: Shore labour for connection. 

Surveyor: Surveyor from independent firm joins at Zone Alpha and 
makes survey together with Chief Officer before and after each 
transhipment and at Doc Sud. Generally paper work after each transfer 
takes about 1 hour. Ensure that signed statement of complete cargo 
discharged obtained. 

Samples: An attempt is made to take samples at Zone Alpha. 
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Fresh Water: By Barge. 

Stores: Arrange by Barge, very difficult otherwise. 

Repairs: Cromwell Engineering: — ‘Cromeng’ generally good. By boat. 
As previously stated vessel can land motors etc. by lightening tanker if 
returning to Doc Sud for Cromwell to pick up. 

Taxis: Difficult to obtain. Best obtained via Gas Del Estado office. Doc 
Sud is outside Buenos Aires municipal boundary so off meter. Meter 
starts at Boca Bridge. Generally about £6 into town in daytime and £10 
back at night. No difficulty in getting taxi back at night, try and agree 
fare. Do not go ashore alone. 

Do not take much money with you. Have shore pass. About 20 minutes 
to town if no delays. 

Customs/Immigration: Board at Zone Alpha and again at Doc Sud and 
on Departure. 
Formalities: 
2 Stores Lists per department (Deck and Engine combined) (Argentine 
Official Papers). 
1 copy taken off at Zone Alpha, 1 copy for customs at Doc Sud. 
2 Copies International Maritime Declaration Health (Standard Form) 
1 copy Zone Alpha, 1 copy Doc Sud. 
2 Crew Personnel Declarations — (Argentina Forms) 
Both Zone Alpha. 
30 Crew Lists (Ship's form) 

One is stamped by Immigration at Zone Alpha for Doc Sud. No officials 
onboard at Doc Sud. 

Crew Passes — Fichas — Argentine Official Forms. 

One for each crew member must contain photo. We used ships 

Polaroid camera. (Two heads to a shot.) 

Stam at Zone Alpha and must be handed back before departure 

Doc Sud for stamping and then given to Master. 

2 Vaccination Lists (Ship's form) 

Each time the vessel shifts/heaves up anchor the Agent onboard has 
to Mad out a departure declaration for Master to sign and give to Police 
onboard. 

As long as vessel has Argentina papers and photocopier onboard no 
difficulties should exist. 

Bond: Not sealed, quite in order and usual as long as ships staff only 
consume liquor. 

Publications: These notes are in addition to information contained in: 
BA aby 1749, 1751, 3561, 3064. Argentine Charts H 113, 116, 118, 
— 197 

Publications: NP 5 supp-2/78, NP 275 2 & 6 79/78, “Guide to Port 
Entry”. C.N.T. Year Book 78/79. 


SHIPMASTER’S REPORT: July/October 1983. 

Navigation on the River Plate and River Parana: INWARD: The Uruguay 
Traffic Control System and Radar Monitoring now extend from the border 
with Brazil to the Recalada Pilot. Vessels are required to report course, 
speed, and ETA on passing each designated control point. 

Recalada Pontoon was not heard on M/F radio and all messages 
were passed through General Pacheco. Recalada was slow to answer 
on VHF, and probably the watchkeeper has to call a Pilot to speak 
English (The ability to speak Spanish is a very marked asset trading to 
Argentina). 

It is preferable to keep North of “Zone Alpha” and then to head for 
the small passenger ship that is the Recalada pilot vessel, Racon only 
about 8 miles. 

The dredged channel is quite narrow with strict limitations about 
overtaking in certain areas. Averagely ballasted ships can pass outside 
the line of buoys. Subject to the Pilots advice it may be possible to use 
heavy oil for the 90 miles (7 hours) to La Plata Anchorage. 

The Intersection Pontoon has been withdrawn and the operation is 
now based ashore in La Plata. 

The 2 River Pilots are ordered for a suitable tide time to approach the 
Martin Garcia Channel. Each Pilot requires a cabin with bathroom en- 
suite, the Masters sea cabin may be refused. One Pilot had a very few 
words of English, the other none. Their use of English numbers was 
uncertain, so the Officer of the Watch must be very vigilant. The Pilots 
listen to 2 VHF Channels and their own radio, which makes the bridge 
very noisy. 

The vessel proceeds always at Best Full Speed but it was difficult to 
get any programme from the Pilots because of the language problem. 

The vessel anchored at 10 minutes notice at Km. 80 for oncoming 
ships in narrow channel. Then had to heave up as quickly as possible 
to get over the bar before tide fell. 

peed was reduced turning into the Rio Parana Guazu at Km. 121. 
The vessel had to stop and drift for sometime waiting for oncoming ships 
to clear the bridge at Km. 180. This bridge can only be passed in daylight 
and had a clearance of 45m. in the prevailing floods which were 
estimated to be 4 m. over normal tide. If unable to pass before sunset, 
it is necessary to anchor and wait till the next day. 

The vessel anchored for the night at Km. 243 to avoid a dangerous 
bend in the dark at about Km. 273. However, had to anchor again at 
5 minutes’ notice for fog at Km. 270. This later cleared and vessel 
proceeded to anchorage off San Nicolas. 

Two anchors were employed, but the order to let go was given much 
earlier than the indicated place which caused some surprise (due to 
language difficulties). 

inspection party of Agent, Customs, Coastguard, Port Health, 
Grain Surveyor and Photographer boarded shortly after the River Pilots 
left. The forms had been put onboard on leaving La Plata Anchorage 
and were only completed in time by exceptional effort. The entry 
formalities were complete in about 1 hour, while the Grain Surveyor took 
about 1.5 hours. 

A Harbour Pilot put the ship alongside, and took her off on sailing. An 
anchor was dropped for use on sailing. 

The river is quite narrow and sparsely marked. The Pilots navigated 
by the tops of the trees sticking out of the flood water. Some salient 
points were marked by a single lighted beacon. Buoys marked critical 
sections. However, these could be capsized by the accumulated weight 
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of vegetation floating down the river. Progress was erratic and diesel 
was used throughout the River Pilots guidance. 

OUTWARD: The normal route down river is the Mitre Canal with a 
draft of 27 ft., however, this had silted up to 21 ft. The vessel loaded to 
23 ft. (fresh water) to pass via the Martin Garcia. There is a similar bridge 
and restrictions on this route. 

The vessel anchored at Km. 210 to wait for daylight for the bridge. 
Then used the River Parana Bravo to pass into the main river. This was 
very narrow and twisting in places, the Pilot was observed to be using 
reverse helm on the canal effect from the banks. 

The vessel next anchored at Km. 117 to await a suitable height of 
tide before passing over the Martin Garcia Bars. However, the hourly 
VHF broadcasts showed that the tide did rise as predicted, and the 
vessel had to wait for the next tide. 

The peg ae are that a minimum clearance of 1 ft. is required with 
a rising tide. The dredged channel is 100 ft. wide with minimum depths 
of 20 ft. — 21 ft. 

The vessel sailed on the next tide and past the tide gauge at Martin 
Garcia when it was 1.3 m. 

The Pilot watched the forward echo sounder reading and reduced 
speed whenever it came down to 1.0 m. However near Km. 70 the vessel 
first took a sheer to port, which hurriedly corrected by starboard helm. 
Then she took a list to port and the engine was increased to full speed 
to push vis the shallow. Near Km. 69 the vessel again felt the ground 
and seawead, again the engine was put to full speed to push through. 

At Km. 49 the vessel took a list but continued her progress. The crew 
working on deck at these times reported hearing rubbing noises. 

The vessel anchored at La Plata Anchorage and the River Pilots left. 
The Recalada Pilot boarded almost 4 hours later as the tide was rising 
and the vessel sailed for Sea Channel. 

At 22 ft. 6 in. salt water the vessel was not as unrestricted as when 
coming in. It was necessary to slow down in order to allow a deep laden 
vessel to clear the channel before we entered it. | understand that the 
normal maximum at the top of the tide is 31 ft. 

Again subject to the Pilots advice it may be possible to use heavy oil 
for this passage. 

The Pilot spoke good English and readily gave advice on the river 
and approaches. 

We were bound for Bahia Blanca to complete loading. The Pilot 
advised that the banks had extended Eastward from the land, and 
Westward from the sea shoals, so that local knowledge was necessary 
for the most direct route. Tankers from the South lighten at Zone Brava 
and then come up to No. 1 Buoys on a North-Easterly heading (at 31 ft.) 
to avoid the encroaching shoals. 

It was apparent that the buoys had been moved to new positions to 
allow for the movement of the shoals. 


BAHIA BLANCA ANCHORAGE: The vessel had been warned that there 
was a delay of 30 days at Bahia Blanca. The Buenos Aires newspaper 
listed 37 ships at that port. On arrival it was found that there were 
15 ships in the Buoy No. 17 Anchorage, 11 ships in the Buoy No. 11 
Palak to and 10 ships between Buoy Nos. i and 4. The local Port 
Control Radio Station speaks no English, however a Spanish speaking 
Officer keeping anchor watch kindly translated for us and advised that 
we could anchor off Buoy No. 4. The arrival telegram was sent from that 
position. 

Contacting other company ships already anchored, it appeared that 
the actual time to wait was nearly 60 days. The ability to speak Spanish 
is an untold blessing on the Argentine coast. The Sea Pilots appear to 
be fluent in English, the River Pilots and Radio Watch Keepers have 
no English nor French. The ability to consult ships in the nearer 
anchorages was most heipful. 

The chart shows 3 radio beacons off the port, which are supposed to 
be in continuous synchronised operation. However we could only find 
one operating from 4 to 10 minutes past the hour and the half hour in 
clear weather. El Rincon and Recalada Bahia Blanca seemed to 
alternate day about. 

A water boat of 350 tons capacity will come as far as Buoy No. 11 at 
a flat charge of US$3,500. 


BAHIA BLANCA: 28th July, 1983. 

The vessel part loaded at San Nicolas where she was advised of 
30 days’ waiting at Bahia Blanca, the completion port. 

The vessel was assisted by a Spanish speaking Officer keeping 
anchor watch to contact the Port Radio Station and permission was 
given to anchor near Buoy No. 4 due to the congestion. Arrival was 
reported by cable to the Agents from that position. The initial berthing 
prospect was quoted as being 8th September, then as time past this 
was amended to 22nd September and 4th October. The ship did actually 
berth on the 5th October. 

Informatively Lloyd's List was found to have shown 57 days delay with 
38 ships waiting soon after the ship's arrival. It would seem that the 
formula should 2.0 — 2.5 days per ship waiting. 

The delays were extended by ‘go-slow’ strikes, and at least two 
instances of contaminated cargo ex-silo. 

Communications to and from Agents normally only by telegram. The 
Port Radio Station call sign “L4Z" — “Lima Quatro Zulu", another Control 
Station is “L2N" — “Lima Dos Novembre”, VHF Channel 12 is watched 
with Channel 14 for working. 

The pilot boats are modern fast launches using the call sign “Sierra 
Papa” 21, 30 etc. If there is a Pilot on board for your ship he may call 
up in English. The boats work to order and do not stay on station. 

For a ship of 25,000 g.r.t. the shift from the Pilot Anchorage (Buoy 
No. 11) to the Commercial Ships Anchorage (Buoy No. 17) was quoted 
as U.S.$1,700 in July 1983. However, unless bunkers are needed there 
is only limited benefit from moving into this anchorage. 

The Monacci Agency uses a ferry operator who has large very old 
white cabin cruisers, the costs were quoted in August 1983 as U.S.$500 
per ship visited. In September the cost was quoted as U.S.$700 per 
ship visited. They operate from Port Rosales which dries out at LW. The 
Agency appeared to use the boats once a week only. 


A water boat also operates from Port Rosales, with a nominal capacity 
of 350 tons. The cost per trip in July 1983 was quoted at U.S.$3,500 
plus the amount of water supplied. In September this was quoted at 
U.S.$5,200 plus. It normally pumps in with 2 hoses in 3.5 hours. However 
in this vessel the available ullage was not even and the water boat 
stopped pumping and disconnected as soon as the first tank was full. 
Thus it Gaivered only 250 tons for the same fee! Thus it would seem 
necessary to ensure that there is at least 175 tons of ullage available 
for each of the 2 hoses. As the berth dries out where the boat secures, 
it may be that they will not delay by pumping only 1 hose so that they 
can get back alongside in the one tide. 

The Monacci Agency uses one Shipchandler only, who has to deliver 
via the same launch described above. There is another Chandler who 
uses a different boat but the details are not known. All provisions sent 
to ships have to be cleared by the Customs with quite substantial service 
fees, quoted as U.S.$100 — $150 per delivery. The Customs also restrict 
the amount of rice that can be supplied. Of the fresh vegetables and 
fruit delivered the quality was not good, and condemnations had to be 
made when they were unpacked. The provisions came only with delivery 
notes, and the bills for August, September and October were prepared 
on board after the completion of loading! Those ships who have been 
to Bahia Blanca before take as much provisions as they can in the river 
ports, where quality and value are better, and delivery easier. 

The Monacci Agency have VHF Channel 9 in their Port Rosales Office 
for use with their own fleet, and the Bahia Blanca Boarding Agency 
carries a walkie-talkie, with 60 VHF Channels, but normally on Channel 
22A (the U.S. Coastguard Channel). They do not make this information 
known to the ships under their Agency. 

In general they seem very reluctant to talk to ships, probably only a 

few of their staff speak English. Messages sent only to Monacci were 
never acknowledged and often not acted upon. Messages sent to 
Sudocean in Buenos Aires always acknowledged and acted upon. The 
use of telex numbers is preferred at least for routine messages. 
Medical: Three men went to the doctor from the Inner Anchorage and 
stayed ashore for 6 days until the next weekly ferry trip, the hotel bills 
being apparently cheaper than the hire of the launch. When the vessel 
finally berthed after almost 70 days at anchor 12 men were medically 
treated and prescribed for on board plus additional tests, etc., for 4 
ashore. The total fees came to about U.S.$1,000. 
Grain Berths: There are 3 berths in use at Engeniro White No. 9 with a 
sailing draft of 38 ft. 6 in. (port side to, stern in), take bunkers by road 
tanker. Currently about 800 t.p.h. for 16 hours including overtime from 
one belt. The plant has been damaged (possibly by a dust explosion), 
and one belt is out of use at this time. Berth Nos. 5 and 6 are rated at 
36 ft. 6 in. sailing draft, port or starboard side to, according to tide when 
off the berth, bunkers by barge. (Berth Nos. 7 and 8 are shallower, but 
was in use). This berth loaded 21,750 tonnes in 48 hours into the vessel. 
However, the subsequent vessel required 5 days for the similar amount 
due to shortage of cargo in the silos. No. 9 silo seems to be fed by road 
vehicles, while 5/6, 7/8 are fed by rail. 

At both berths the vessels take the ground and dry out up to 10 ft. — 
12 ft. at LW. The bottom is said to be soft mud, and every ship loading 
to the authorised drafts goes aground. The vessel has to wait for the 
rising tide in order to finish and be certain of the drafts. 

On sailing the drafts are read by the Prefectura Naval (Coastguard) 
and both the Harbour and River Pilots. Thus it is necessary to be very 
precise when finishing. No surveyor examined the vessel after the initial 
hold cleanliness inspection by the National Grain Board. 

On sailing (head out), with 2 tugs, the ship would not swing to port 
into the line of the flood tide and the ship came very close to the opposite 
bank before the port anchor was dropped. The beacons which are 
charted as being in deeper water are in fact well up on the mud bank 
and the channels appear much narrower. Two tugs were used inward 
and outward with twin ships ropes from offshore fairlead forward and 
centre aft. Swinging in the pilot hoist when berthing was a race against 
time. There are some floating fenders alongside Berth Nos. 5 and 6 but 
the upper works of the elevator system are very close to the edge. Bridge 
wings apparently often touch. 

The passage outward depends on the conditions of the day. A ship 
at 37 ft. 2 in. sailed directly out to sea because of fresh onshore winds. 
Another of 38 ft. 4 in. took 4 days to reach the sea. She had to anchor 
at Buoy No. 18 from one daylight tide to the next, then the port was 
closed for naval movements, then anchor again at Buoy No. 11, before 
finally clearing the port. The tide predictions can be increased or 
decreased by as much as 5 ft. due to the weather prevailing. 
Anchorages: One ship in the Commercial Ships Anchorage found that 
she had 4 lengths of her own chain fouled around the anchor when she 
hove up. She had to hire a barge to lay the chain on so that it could be 
cleared. The quotation was said to be U.S.$5,000 but the bill presented 
was for U.S.$18,000. The vessel was arrested when the bill was 
challenged. It would seem a wise policy to change anchors from time 
to time. Also when anchored off Buoy No. 18 to wait for the next HW 
over the bar, another ship's anchor and chain was picked up. It was 
necessary to put a wire onto the other cable and lower the ship's anchor 
out from under to clear it. The delay was about 45 minutes but the ship 
was still able to make the tide. 

There is a dredged channel between Buoys No. 7 and 8 but in fact 
the shallow area extends from Buoy No. 9 to Buoys No. 3 and 4 and 
speed needs to be restricted to reduce the squat. 

At this time British subjects were not allowed ashore. 

Outline of Official Argentine Forms: 
Personal effects of the crew. 

In vertical columns the following items: 

Radio sets 

Typewriters 

Sextant 

Gramaphones 

Gramaphone discs 

Binoculars 


ARGENTINA 


Photographic cameras 
Spirits 

Tobacco 

Plug Tobacco 

Cigarettes 

Packets of cigarette papers 
Boxes of matches 

Number of caged birds 
Soap 

Sundry other effects such as musical instruments new or used, new 
clothes, etc. 

All electronic items, such as radios, cassettes, calculators, televisions, 
declared by type, makers name, model name, serial number on separate 
sheets which then attached to the original declaration. The original 
columns for such equipment must be marked “nil” so that no duplicate 
declaration is made. The ship’s electronic items, as above, plus VHF, 
radars, walkie-talkie sets, the main radio equipment, etc. must all be 
declared on separate sheets in the above detail. 

The authorities require two copies of every declaration, one of which 
is kept at the Port of Entry and the other travels on the ship with the 
clearance for landing at each subsequent port. i.e. “travelling manifest’. 

The ship should have its own copy for reference, as neither of the 
above may be on board while in port. 

The Health Declaration is in the standard form and can be filled in 
quickly, but the Customs forms and the identity cards take a lot of time 
and it is better to have a rough copy ready for copying out on arrival. 
The official forms are not available outside Argentina, and are too big 
for photocopying. Photographs are required for the identity card, but if 
advised a photographer will board with polaroid ‘mini Portrait’ outfit and 
charge accordingly. 

Crew lists should be in the IMO format with full details of date and 
place of birth, plus the type of identity document (passport or 
seaman’s book). 

6 copies arrival, and 6 copies each departure! Company crew lists 
said Ly be acceptable provided ALL the information required has been 
inserted. 

The identity cards can be photocopied and this would allow them to 
be prepared at sea before arrival. 

The inspection party was 6 strong with Coastguard, Agent, Customs, 
Grain Surveyor, etc. Formalities including holds took about 1.5 hours 
with all documents prepared since sailing from La Plata. This was a 
rush to be avoided. (The vessel was cleared at the loading port up-river.) 

British subjects not allowed ashore, all British passports and S.N.I.C.’s 
taken ashore and not returned until the vessel was cleared outward and 
Pilots on board. 

Store List 


Deck Engine Refrigerating 

Aluminium Paint 
Paint driers 
Paints assorted in pastes 
Paints assorted in liquid 
Enamels assorted 
Varnishes assorted 
Red lead 
White lead 
Paint Powder 
Coils Manilla rope (new) 
Steel cable (new) 
Hemp rope (new) 
Tarpaulins (new) 
Tarpaulins (used) 
Burlap (new) 
Separation clothe 
Oil engine 
Oil cylinder 
Oil solidified 
Packing assorted 
Methylated spirit 
Binoculars 
Nanometers 
Typewriters (new or used) 
Micrometers 
Monographs 
Ammunition, firearms, explosives, etc. 

such as: 
Deck flares 
Rockets 
Rockets sticks 
Rockets signals 
Friction tubes 
Blue lights 
Lifebuoy lights 
Company's signals 
Cartridges 
Carbines 
Guns 
Revolvers 
Rifles 
Rocket Projectors 
Gunpowder 
Other portable firearms and explosives 
(Red Hand flares) 
Orange Smoke floats 
Deck and Engine Stores considered to be in excess of normal 
requirements 
(Fuel Oil) 
(Diesel Oil) 

Signed Chief Officer/Chief Engineer/Master. 
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Cabin Stores: 
Bitters Cameras 
Brandy Wireless sets Portable 
Champagne Micrometers 
Gin Monographs 
Fruit Juices Binoculars 
Liquors Assorted Perfumes 
Rum Thermometers clinic 
Cider Alkaloids such as: 
Table Wines Morphine 
Strong Wines (Sherry, Port) Cocaine 
Sparkling Wines (Phenobarbital) 
Vermou' (Butobartbitine) 
Whisky Preserved fruits (in syrup) 


Other beverages (Vodka, Electric vacuum cleaners 


Chinese Wine, Beer) Electric irons 

Tobacco (cut)(Chinese) Electric toasters 

Tobacco plug Electric kettles 

Cigars Electric Rice cooker 

Cigarettes Articles said to be in excess of 


normal requirements: 


Alcohol (spirits of wine) 
Fruition declared as follows: 


Jams (assorted Marmalade,) 


Jellies White sugar 
Caviar Cooking oil 
Pickles Tea 
Pickles for crew Coffee 
(Cooking wine) Evaporated Milk 
Tobacco (50 mg./can) Rice 
Playing Cards (new) Flour 
Typewriters (new and used) Cheese 
Calculating machines Butter 

(new and used) Fresh eggs 


Frozen Meats 
Everything must be in units of the metric scale. Items in full time use 
normally not necessary to declare but extra items in quantities more 
than for normal use must be declared. 
All electronic items were declared on a separate sheet giving type, 
makers name. Model type, serial number. No item can be declared 
twice. 


Instructions for the Compiling of Argentine Official Port Arrival Forms: 

1. Immigration Department — Crew Identity Card: This form is required 
by all crew members without exception in order to enter and depart from 
Argentine Ports. As well it is the only document valid for authorities. 
Therefore, special care must be taken by the bearer in order not to 
damage or lose said document as, eventually, inconvenience will arise. 
Furthermore, details in order to complete this form are printed in both 
Spanish and English. Particulars required of person, family names, 
status, when/how engaged. Fingerprints. One original card is required 
for each crew member. 

Important: Each form must carry the photograph of the bearer. In this 
respect, Masters are kindly to inform Agent with anticipation if 
photographer will be required on arrival. 


2. Customs Department — Deck and Engine Stores, Cabin Stores, 
personal effects of crew: Each form is required in original and 1 copy, 
the latter will travel with the ship from port to port. The ship will require 
one for her own records. 

Store List (Green form): Instructions and details for filling this form are 
printed on it in Spanish and English. 

Important: Even though items Fuel Oil and Diesel Oil are not listed 
on the form they must be declared in the blank spaces. 

Cabin Store List (Yellow form): Instructions and details for filling this 
form are on it in Spanish and English. 

Important: Even though the item coffee is not included in this form it 
must be declared in the blank spaces. 

Personal Effects of Crew (Pink form): Instructions and details for filling 
this form are printed on it in Spanish and English. 

N.B. Very important. Recently as per terms of local Customs Regulation 
Number 325/80, every vessel calling Argentine ports is compelled to 
declare every electronic item to Customs with their respective make, 
model, and serial number. 

Consequently, and in order to avoid confusion, we suggest to declare 
on both the Pink and Yellow forms all items except electronic equipment 
(such as TV sets, VHF’s, Radars, etc. which must be declared on an 
additional page (any kind) stating clearly their type, make, model and 
serial number particulars. The Yellow and Pink forms should be 
endorsed ‘plus sheets declaring electronic items.’ These additional 
sheets will also have to be signed by the owners of the equipment. 
We believe that the above proceedure will prevent and avoid a possible 
“double declaration” which is also very important. Therefore everything 
declared on the additional page is not, must not, be declared on the 
above Pink/Yellow forms. 


3. Coast Guard (Prefectura Naval) 
Crew List. 12 copies for first port. 
The preferred form is in the IMO format with headings in Spanish. The 
crew list must be completed according to the following points: 
1. Name of ship 
2. Port of Arrival/Departure 
3. Date of Arrival/Departure 
4. Nationality of ship 
5. Arrival port (last port) 
6. Kind and number of identity document (Seaman's Book or 
Passport) 
7. Given name, family name (not initials) 
8. Number as per Crew List 
9. Rank 
10. Nationality 
11. Date and place of berth 
12. Date, signature and stamp of Master 
This form is used for clearance on arrival and again on departure. 


38 


4. Sanitary Authorities: 
Maritime Health Declaration. One original form, printed in Spanish and 
English, international format. One Vaccination list to be attached to the 
above, showing cholera and yellow fever if from Africa. 


SHIPMASTER’S REPORT: September 1986. 

Report pertaining to recent call at the Rio de la Plata region for 
discharge of a cargo of approximately 53,000 tonnes of Sahara Blend 
crude oil. 

The discharge operation encompassed two lighterages and 
subsequent completion at the Navipar Oil Terminal off Zarate. The cargo 
in question was consigned for Paraguay, and is moved onwards from 
the storage terminal flat river barges (barge trains) up-river for 
distances of over 1,200 miles. 

56,000 d.w.tonnes. Product/Crude oil carrier, on voyage charter to 
European Charterers, and laden with a consignment of crude oil from 
roel African port, consigned for discharage at Zarate to Navipar Oil 
Due to various draft restrictions applicable at the different areas in the 
Rio de la Plata estuary and the Rio Parana, 2 lighterage operations had 
to be conducted prior to achieving suitable drafts for passage to the 
Navipar Oil Terminal, off the port of Zarate. 

The vessel arrived at Lighterage Zone designated as “Charlie” on the 
morning of the 27th, drawing 12.35 m. (40.5 ft.) aft in salt water, 
(12.63 m. (41 ft. 05 in.) aft in fresh water). This lighterage area lies off 
Cabo San Antonio and is bound by the following co-ordinates: Latitudes 
35° 59’ S. and 36° 05’ S.; Longitudes 56° 30’ W. and 56° 38’ W. 

The chartered lighter vessel was found awaiting our arrival and the 
Master of the lighter undertook the STS berthing operation himself once 
our vessel was anchored and brought up. The port anchor was used 
and the lighter was secured on the starboard side. Similarly un-mooring 
was also undertaken by the Master of the lighter and our vessel weighed 
anchor only after the lighter was cast off and clear. ICS/OCIMF STS 
Guidelines were followed in the main. The lighter provided 2 
“Yokohama” type pneumatic fenders adequately suited for the purpose. 

A quantity of approx. 17,000 tonnes was off-loaded to this lighter to 
achieve an even keel draft of 9.56 m. (31 ft. 04 in.) and the discharge 
was carried out using only 1 hose of 8 in. diameter, provided by the 
lighter. This quantity of 17,000 tonnes was based on the permissible 
transit drafts for Canal Indio and Intermedio, to reach La Plata Roads. 
The permissible drafts for these canals at the time was declared as 31 ft. 
initially but amended by the Pilotage Authorities to an acceptable 
31 ft. O6 in. due to higher water available at that time. 

The passage from Lightering Zone “Charlie” to Recalada Pilot Station 
was laid well East of Banco Rouen and Banco Ingles, this being 
advertised as the only safe route despite the lengthier distance involved. 
The lighter vessel, even despite drawing a draft of only 26 ft. also utilised 
these courses. 

However, waters in these areas in general are quite shallow, and 
underkeel clearances of only 1 ft. were experienced (as expected), 
especially near the approaches to Recalada Light Vessel. Speeds had 
to be reduced to reduce squat. 

The Recalada Pilot boarded the vessel from a small motor cutter when 
the vessel was about 2 cables from the Light Vessel. It may be noted 
here that Recalada Pilots insist on boarding vessels only with a 
combination accommodation ladder and pilot ladder system, irrespective 
of vessel's freeboard. 

The Recalada Pilot demands full sea speeds, even with deep laden 
drafts and almost no underkeel clearance. On debate however it was 
agreed to proceed at full manoeuvring speed only. 

The Pilot was received at Recalada on the early morning of the 29th 
and the vessel was anchored at the La Plata Lighterage Roads shortly 
after noon the same day. 

The 2nd lighter vessel however failed to arrive till the evening of the 
31st and the vessel had to therefore remain at La Plata Roads till that 
time. 

STS operations with the 2nd lighter were also effected as with the 
first, only this time the starboard anchor was in use and the lighter 
berthed alongside on the port side. 2 “Yokohama” type rubber 
pneumatic fenders were again provided by the lighter. 

A quantity of approx. 6,000 tonnes was discharged to this lighter at 
La Plata Roads to achieve a draft of 28 ft. (FW), this being the 
permissible draft for transiting the Emilio Mitre Access Channel to Rio 
Parana Las Palmas. 

Transfer operations were completed on the night of the 31st but the 
vessel could leave the anchorage only in the morning of the 1st as transit 
of the Mitre Canal during hours of darkness is prohibited. 

The Parana River Pilot boarded vessel on the morning of the 1st and 
the vessel duly transited the canal to arrive at a selected anchorage in 
the river at approx. Kilometre Mark No. 80. The vessel had to anchor 
in the river mainly due to the berth being occupied by the previous lighter 
vessel engaged in sangitet I her cargo at the Terminal. 

Communications on the VHF with the Terminal were established and 

were good (Spanish), and the vessel weighed anchor on the following 
day to berth almost immediately after the departure of the lighter from 
the Terminal, the precise timing being attributed to the good 
communications. 
Navipar Oil Terminal: The Terminal belonging to the Navipar Oil Co. lies 
at Km. No. 111, only a short distance up-river from the Port of Zarate. 
It has 2 berths; one being used for off-loading import cargoes from deep 
sea vessels and lighters, and the other being used for loading flat river 
barges for transhipment of the same cargo onwards to Paraguay up- 
river at a distance of over 1,200 miles. 

The berth jetty was a bit fragile and the fendering inadequate for 
berthing vessels of this size and tonnage. 

Use of tugs (expensive) can be dispensed with as steady river currents 
provide good control of the vessel. Both the berthing and unberthing 
operations were effected quite satisfactorily by the Pilots. 


M-MIA-OA/CARdIO «ft ME 


The berth is located immediately down-river of a bend and this seems 
to provide a ‘lee’ from the major flow of the river current, the axis of 
which would be probably hitting off the opposite side of the berth before 
continuing downstream. 

Sufficient water for 28 ft. draft was available at the berth and the vessel 
never rested upon the bottom. The river tides were also at Neap and 
this too contributed to prevent sitting on the bottom. Due attention to 
vessel's trim is also required. 

The Navipar Terminal, which is basically a storage facility for import 
of crude oil for onward shipment by river craft to Paraguay, is provided 
with only 1 main shore line for crude oil of 14 in. diameter. The storage 
tanks are located atop a hill at a distance of some 2.5 km. and in the 
absence of any booster facilities, substantial back-pressure was 
experienced throughout the discharge operation, causing problems 
especially towards the end strippings. This is apparently the bane of all 
vessels calling here for discharge. 

Two hoses of 8 in. diameter only were provided for the discharge. 

The vessel finally completed all discharge on the night of the 4th, once 
again being prevented from unberthing due local regulations prohibiting 
movement during hours of darkness. The vessel could therefore only 
unberth on the morning of the Sth. Mention must be made here that 
local coastguards permit a maximum of 2 m. trim on the vessel. 

The return passage in ballast was made via the Martin Garcia Channel 
to Recalada, this route resulting in substantial savings in costs at the 
sacrifice of some 60 miles additional steaming time. 

A point of interest is the rail/road Bridge Spans across the Rio Parana 
Las Palmas at Km. 105 (slightly down-river from Zarate) and the Rio 
Parana Guazu at Km. 177. Both these spans can only be crossed during 
daylight as per local regulations. However, the Martin Garcia Channel 
can be transited at any time as with Canal Indio and Canal Intermedio. 

Drafts available at the Martin Garcia Bar however are less and usually 
only 20 ft. — 21 ft. at Zero datum. Therefore in order to avoid anchoring 
to await tide, the draft, if possible could be minimised for the available 
depth for the transit only. 

The vessel cleared the Martin Garcia Channel and arrived La Plata 
during the night of the Sth, and the Recalada Pilot was finally dropped 
in the morning on the 6th. 

Manoeuvring in the Mitre Channel and in the Rio Parana had its own 

peculiarities but the Pilots attending the vessel were found to be very 
professional. A typical pecularity was the failure of the vessel to respond 
to hard-over helm albeit continue to swing in the opposite direction — 
the swing itself not having been induced but more of a shearing-off of 
the vessel's head, caused by the particular flow pattern of the heavily 
silt laden waters across and over the bulbous bow at high speeds, as 
reported by the Pilot. To counteract this shear the speed was 
immediately reduced and the vessel responded to the corrective helm 
rapidly. 
Port Customs, Regulations and Formalities: Whilst requirements to meet 
the formalities and regulations governing the area in question were very 
much as described elsewhere in the “Guide”, it may be worth mentioning 
here that for this operation a contingent of 3 Shore Officials boarded the 
vessel soon after the 1st lighter was fast at Zone “Charlie” on the 
morning of the 27th (they having travelled aboard that vessel to the 
lighterage area) and set up residency on board from that time till the 
vessel was finally fast alongside the Terminal at Zarate on the evening 
of the 2nd. 

These officials comprised of representatives from the Customs, 
Prefectura, and Immigration. The Customs Official is appointed to 
oversee cargo quantities on arrival and transferred, and also clear the 
vessel inwards. The Prefectura Official is appointed to check vessel's 
movements within the port, anti-pollution watch, etc. The Immigration 
Official for inward clearance only. 

Two Independent Cargo Inspectors appointed for the operation also 
stayed on board throughout the vessel's stay in the port and were 
responsible for all gauging, sampling and calculation of cargo quantities 
on board and that transferred, including effecting gauging of the lighter 
vessels and finally to determine shore outturn. 

Further, two representatives from the Agents were also assigned to 
the vessel; whilst one remained permanently on board throughout the 
vessel's stay, the other functioned as a courier between ship and shore, 
using whatever means of transportation were available to him, even 
using the returning pilot boats to La Plata. 

These representatives from the Agents proved beneficial to the vessel 
as all liaising, courtesies, translations, co-ordination with the shore 
including Pilots, and a lot of sundry chores of the like were handled by 
them. The paperwork here was voluminous besides being all in Spanish 
and each lighterage area and the berth were to be treated as 
independent calls as far as clearing papers were concerned, and in this 
respect the Agent's representatives were valuable. 

Pilot offices here require some lengthy notifications; at least 24 hours 
notice for Recalada Pilots and minimum 12 hours notice for Rio Parana. 
If the vessel is delayed more than 12 hours from the ETA given to the 
pilot office in writing by the Agents, the booking stands cancelled and a 
fresh requisition for Pilot services has to be raised. Since again the 
minimum notices are incurred, it becomes apparent that if ETAs are not 
kept updated frequently, unnecessary delays to the vessel can be 
incurred in awaiting Pilots. 

Ship's Radio facilities were abundantly utilised by the shore personnel 
in liaising with their offices, especially from the lighterage areas, and a 
substantial Radio bill amounted. 

Communications from the Navipar Terminal at Zarate, to the city of 
Buenos Aires some 60km. away, were good and the Agents 
representatives could maintain a good rapport with their offices there. 

Permission to effect Crude Oil Washing operations was granted and 
the vessel effected same through the discharge. 


ARGENTINA 
ATUCHA: 33.58 S. 59.16 W. 


“C”" category port. Km. 132 — River Parana de las Palmas Province of 
Buenos Aires. 

Situated on the left bank (from seaward) of the Parana de Las Palmas 
at Km. 132, 15 miles upstream from Zarate, and 80 miles by river from 
Buenos Aires, via Mitre Channel. 

Also see “River Plate” — Shipmaster’s Report dated July/October 
1983. 

BERTH: A small berth 33m. long with two dolphins in 44 ft. built 
especially for the discharge of heavy material for the new Atomic Energy 
Plant. There is a 300 ton heavy lift crane on the concrete platform. The 
plant is now in full operation. 

AUTHORITY: There is no port authority here, the port comes under the 
jurisdiction of Zarate. 


BUENOS AIRES: 34.36 S. 58.22 W. 

“A” category port 
Refer to beginning of Argentina and River Plate Ports. 

Also see “River Plate” — Shipmaster’s Report dated July/October 
1983. 

APPROACHES: Access is by the “Punta Indio” channel which requires 
constant dredging and commences just West of the Recalada Lightship, 
which is situated 30 km. due South of Montevideo. The channel with 
28 ft. 6 in. on a width of 100 m. or 23 ft. over 200 m. winds up to the 
Outer Roads, which are some 37 km. from the Port. Direct entrance is 
by a channel, dredged to 29 ft. 6 in. with a 50 m. width, and 28 ft. 6 in. 
on an 80 m. width, to within 10 km., where the channel divides into North 
Channel, serving the New Port and Madero Port berths, and South 
Channel, for the rest of the port. North Channel at present has a depth 
of 25 ft. with a width of 50 m. or 19 ft. with 80 m. width. South Channel 
has 23 ft. 6 in. with a width of 35 m., or 21 ft. 6 in. over 50 m. All depths 
given here and elsewhere refer to the zero of the Riachuelo tidal indicator 
and semaphore in Buenos Aires port, which practically corresponds to 
the level of the ordinary lowest water, and is marked 0.72 m. under the 
average medium level of tides. Tides average 3 ft., but the principal 
factor is that of wind, which can raise or lower the water by 5 ft. or more. 

The Mitre Channel (depth 29 ft. 06 in.) enters the access channel at 
Km. 12, and under existing regulations the Mitre Pilot ceases his job 
there, and a Buenos Aires Port Pilot will either take the vessel into 
Buenos Aires or out to Intersection, or vice versa. This involves use of 
tugs for the changeover, unless the vessel goes only to Campana or 
comes from there, when the Buenos Aires Pilot can travel by land. 

When large passenger liners or LASH vessels are entering or leaving, 
it is possible to have the access channel closed to all other traffic for a 
period of four hours on account of the narrowness of the dredged 
channel. 

ROADS: The Outer Roads are between Buoys 25 and 37, according to 
draft. The Inner Roads are between Buoys 12 and 15. Intersection 
Pontoon, or Pilot station, is at Buoy 37, North side. 
PORT: The port, which is artificial, comprises: 
Puero Madero North Basin, Docks 4, 3, 2, 1 and South 
Basin. 
Basin A, B, C, D, E and F. 
First and Second sections. 
On the South side of the South Channel 
before reaching S. Dock 
Inflammables Basin On the South side of the South Channel 
between Liquid Gas Basin and South Dock. 
East Basin On the North side of the South Channel. 
Riachuelo The Districts known as Boca and Barracas. 
TUGS: From vessels drawing up to 22 ft., service is rendered by a bow 
tug from Km. 5, and a stern tug from Km. 1, or vice versa, and to or 
from Kms. 8 and 4 respectively when draft exceeds 22 ft. 

Stand-by time will be charged if a vessel is delayed in entering or 
leaving by bad weather, fog, low water, no berth, etc., plus usual Sunday/ 
holiday surcharge. 

Tug hours now coincide with ordinary port working hours and time is 
counted from the hour they leave their moorings and until they return. 

When a vessel is leaving port, and tugs are ordered to accompany 
her beyond normal limits, an overcharge will be made on an hourly basis. 

Once a vessel is moored, all further service in the same section will 
be charged by hour. If the vessel shifts section, this movement is charged 
plus the sections traversed. 

A special compensation charge is made when tugs are ordered but 
not used. 

For the services of tugs supplying electricity or steam, charges are 
made per day and per hour, varying with the size of the tug. 

If vessels do not use their engines while under tow, a surcharge of 
50% is made. 

Tow ropes must be supplied by the vessel, but can also be hired. The 
towage company is not responsible for breakages, fouling of propeller, 
expenses of diver or any other consequence. 

Also see “General” before first port. 

BERTHING: 

Puerto Madero (Central Zone): This is the oldest part of the Port. Ocean 
going vessels mainly operate in North Basin, and Docks 4 and 3. 
North Basin: Built in the form of an irregular pentagon, with the entrance, 
100 m. wide in one angle. The two piers at the entrance are 200 m. and 
225 m. long, respectively. The West side is 390 m. long and the South 
377 m., North 326 m., and with a depth presently 22 ft. 

As the basin was built for a depth of 21 ft., and later dredged, when 
vessels load deeper than 20 ft. they should be careful to keep well off 
the quay wall to prevent grounding. Up to three vessels can discharge 
at anchor. 


(See Plan) 


New Port 
South Dock 
Liquid Gas Basin 
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There are 2 dry docks in the basin, and a repair shop. 

Usually only 1 berth, Section 6, is used for loading/discharging 
operations and can be used for containers. Sections 1 and 2 are used 
by vessels repairing or laid up, while Sections 3 and 5 are for Navy use. 
The warehouse of Section 7 is used by the Custom House. 

Dock 4: Connected to North Basin by a lock 197 m. long, and 25 m. 
wide. The dock itself is 630 m. long and 160 m. wide, with 19 ft. of water. 

On the West side there are 4 warehouses, each 4 storeys high and 
123 ton cranes. Berths, or sections, numbered 1 to 4. 

On the East side, section No. 5-8 (No. 6 reserved for State vessels) 
open area for handling containers and heavy lifts. Electric gantry cranes 
on rails of 6.3 tons capacity. 

Between Berths 6 and 7 on the East side there is a large open space 
where vessels or lighters can discharge direct to trucks or to railcars. 
Trucks may also -, alongside at the other berths, at all of which there 
are railway lines, but space is limited. 

The dock heads are used for discharging sand and Eades from barges. 
Dock 3: South of Dock 4, connected by a cutting 70 m. long by 20 m. 
wide, with a swing-bridge. This dock is 690 m. long and 160 m. wide, 
depth 18 ft. 

On the West side, Berths 1 to 5, there are 4 four-storey warehouses, 
and there are 133 ton cranes. Section No. 3, forms part of the open 
space for general discharge and storage. 

On the East side, there are 2 elevators used for storage. 

Between the elevators, on the East side, there are open spaces where 
vessels may berth and discharge lumber or drummed cargo, but this 
section is limited to medium and small vessels only. 

Dock 2: This is connected with Dock 3 by a cutting 80 m. long, and 
20 m. wide, with a swing-bridge. The Dock is 570 m. long by 160 m. 
wide and 15 ft. deep at zero. 

On the West side there are 4 berths, and 133 ton cranes. The area 
has been cleared, but at Berth No. 3 there is a warehouse for cargoes 
for Paraguay. 

LASH barges are discharged at Berth No. 1. 

The East side is used for laid-up vessels. 

Dock 1: Connects with Dock 2 by a cutting 80 m. long, 20 m. wide, with 
14.5 ft. This dock is chiefly used by Government-owned river craft. 

The West side has 4 sections (No. 1-4), each with a Customs 
warehouse. Section 4 is used for cargoes for Bolivia. 

On the East Side there is an elevator for shipments of grain to nearby 
countries. 

South Basin: This basin is connected with Dock 1 by a lock 184 m. long 
by 20 m. wide, with a swing-bridge. 

The basin is 1,029 m. long and has a width of 100 m.—200 m. and a 

depth of 4.00 m.—5.80 m. The dock is used by ferries to Montevideo and 
Ascuncion and Ro/Ro service to Santos and Colonia. 
New Port: The New Port, lies to the North of Puerto Madero, and 
entrance is via the Northern Channel. A breakwater extending from the 
North anteport protects the basin of the New Port from rough seas, and 
extends as far as Basin D, from which point another breakwater protects 
Basin E. Between the two, a channel is kept dredged for the movement 
of coasters to and from upriver. Basin F is used entirely for small coasters 
and river craft. 

The 5 basins of this part (excluding F, coastal) offer good 

accommodation for the larger vessels entering Buenos Aires, and in all 
the berths there is sufficient water (depths 8.0 m.—10.0 m.) to float any 
vessel which can navigate the entrance channels. Max. draft should not 
exceed 9.90 m. Basins are numbered from South/North. 
Basin A: Used by passenger vessels as well as general cargo. A landing 
station for passengers has recently been opened here and all vessels 
carrying over 50 passengers must land them here, shifting later to 
another berth if necessary. 

The basin is 365 m. long by 140 m. wide, with 870 m. of wharfage. 
Northern side can accommodate 2 medium/large ships. Western side 
is frequently reserved for the Argentine Navy. On the S.W., passenger 
section, there is room for 1 vessel. On the S.E. another berth is available 
if the vessel operating at the Maritime Station is medium size only. 

Pier Head No. 1 is 100 m. long, but is mostly used as waiting berth 
for river going vessels. There are two railway lines on each side of the 
basin, and also at the back of the deposits. There are five warehouses 
and a total of 143 ton cranes. 

Basin B: Used for general cargo vessels, is 565 m. long on the North 
side, 464 m. on the South and 140 m. wide at the Western end, with 
1,165 m. of wharfage. 

The South side has 3 sections. Berth No. 1 at the dock head is an 
open area with 235 ton gantry cranes for containers. Berths No. 2 & 3 
have a customs shed and are equipped with 5x3 ton cranes. 

The North side, Berths No. 5, 6 and 7, are reserved for the state fleet. 
Berths No. 5 and 6 equipped with 7x3 ton cranes and No. 7 equipped 
with 2x6 ton and 135 ton gantry cranes. 

The West wharf, length 151m., is equipped with 1x6 ton and 
1X12 ton electric gantry crane on rails. 

Basin C: This is 495 m. long on the North, 585 m. on the South and 
140 m. wide at its Western end, with 1,284 m. 

On the South side there are 3 warehouses, built 15 m. back from the 
quay to facilitate operations. There are 8x6 ton cranes. 

On the North and West sides there are no sheds, and this is used for 
operating directly to or from trucks or rail cars. 

There are 7x3 ton cranes on the North and 3 on the West side. 

On Pier Head No. 3 which is 236 m. long there are 26 ton cranes 
and 1X12 ton crane. Berth reserved for state fleet. 

Railway tracks are fitted with a third rail for narrow gauge traffic. 

The South side of this basin is reserved for ELMA (State Fleet). 

The North side 1/2/3 is used for grain. 

Basin D: This is 495 m. long on the North, 585 m. on the South and 
150 m. wide at its Western end, with 1,300 m. of wharfage. 

the Southern side is the Grain Elevator, which occupies all the 
water front and extends also along Pier Head No. 4 — 295 m. Capacity 
is 170,000 tons. It can deliver 13,500 t.p.d. to a total of 3 vessels. 
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On the North side a Container yard has been operating with 25,000 
sq.m. of pavement and 1 shed, 100 m. long, 10 m. high and 30 m. wide. 
There are also 2 side loaders for 20/22 tons and 1 for 35 tons. Eventually 
the flooring will be extended to twice the area. 20 ft or 40 ft. Containers 
can be handled by 4x35 ton gantry cranes and 1 Liebherr “T 100”. 

For vessels with a sechaaat number of Containers, Basin E, North 
side, can also be employed, using the same concentration area at the 
Ericson yard. 

Also see “Developments”. 

Basin E: The basin is 495 m. long on the North side, 585 m. on the 
South and 150 m. at the West end. Coal is discharged on the North side 
and there is also a warehouse there for other cargoes, although basically 
this basin is used for coal. 

On Pier Head No. 5, which is 523 m. long, the Power plant discharges 
its coal or oil. There is 1 oil intake and 2 travelling grabs, capacity 4 tons 
each, and also a 30 ton crane. 

On the South side of this Basin vessels operate loading or unloading 
fruit and generals. 

On the West, or shore side of the basin there are 20 tanks (more 
building) for caustic soda, present capacity 7,400 cu.m. These are all 
steel tanks, and there are 11 lines to the pier. There are truck loading 
installations in the plant, and a weighbridge, but no fire-fighting 
installations. Wine tanks are also bei uilt. 

Basin F: This faces North, and is used for river craft only, pusher barges 
and tugs, while on the land or West side there are discharging facilities 
for sand hoppers. 

Pier Head No. 6, between Basins E and F is 310 m. long, with room 
for 1 vessel only, and with 2 intakes for fuel oil and a 7.5 ton travelling 
a for discharging Coal, capacity 150 t.p.h. 

uth Dock: 


First Section: The first section has continuous quays on both sides, and 
a width of 90 m., widening to a turning basin before reaching the 
connecting channel to the second section. 

Before the turning basin are 8 steel tanks for chemical or vegetable 
oil products, total capacity 5,260 cu.m., with 26 in. stainless steel lines 
and 2x4 in. steel lines, maximum discharge rate is 175 t.p.h. 

Nearer the basin itself are 28 tanks, capacity 14,494 cu.m. plus 8 
more tanks in the installation for use both with caustic soda and other 
chemicals or alcohol. Only one tank (No. 3) of 320 cu.m. is of stainless 
steel, the others are all steel. 

The West quay is 911 m. long, and the East side 1,109 m., both in 
use for liquids and general. 

The old Freezing plant is inactive and on the East side of the turning 
basin there is an elevator capacity 6,500 tons, 4 tubes and 3 chutes, 
plus another storage shed for 19,100 tons grain. Only 1 tube at a time 
may be used at 400 t.p.h. 

At warehouse 10 there are 3 steel tanks capacity 10,600 cu.m. with 
a 10in. line used for caustic soda, and by the grain board elevator 
11 tanks capacity 23,640 cu.m. for vegetable oils. 

On Pier A there are 41 tanks, capacity 18,580 cu.m. with 2 load lines 
for use with inflammables, handling usually caustic soda, fatty acids, 
tallow dodecilbencene and vegetable oils. 

At Piers E and G there are 19 tanks total capacity 21,058 cu.m. for 
alcohol and chemical products, with 4 lines to the pier. 

At F and G there are also 15 tanks, capacity 8,199 cu.m. for caustic 
soda, alcohol and chemical products. 

Pier G has a further 6 tanks, total 3,259 cu.m. for any kind of chemical 
products, with 5 lines to the pier. 

Second Section: The connecting channel is 90 m. wide, with earth 
banks. Jetties for discharging petroleum are placed along the East side, 
while on the West there is a continuous quay 1,000 m. long, on which 
there are 4x3 ton cranes and 81.5 ton cranes for discharging sand. 

There are 7 berths, 5 of which are for general use, 1 for the Power 
plant for discharge of coal, with a 5 ton grab, and 1 elevator berth, Unit 
10, capacity 23,500 tons. The loading bridge has 5 turrets, each with 
2 tubes and 1 chute. Only 1 can load at a time, rate 400 t.p.h. 

There are also 6 tanks, total 4,698 cu.m. for use with Tung oil with 
1 line to the pier. 

There are 8 petroleum jetties on the East side for the discharge of 
tankers and loading oil barges ex-shore tanks. The jetties are marked 
A to H. On reaching a draft of 23 ft. 6 in. vessels must shift to New Port. 

The gangways to the mooring dolphins for tankers are in a very 
precarious state, which may lead to the closing of this sector. 

It will be seen that there has been a considerable increase in number 

and capacity of tanks, all for private companies. In South Dock there 
are 134 tanks, capacity 87,147 cu.m. 
Liquid Gas Basin: The Liquid Gas Basin lies on the South side of the 
channel, immediately East from the Inflammables Basin, and consists 
of a central mooring platform 520 m. , with 4 pairs of dolphins and 
2 mooring dolphins at each end, all joined by a foot gangway. The basin 
is protected by a breakwater 850 m. long. The Gas lines are insulated 
to carry liquid gas at minus 45°C. 

The berth can accept vessels up to 45,000 d.w.t. Depth at zero tide 
is 33 ft. 

As with the Inflammables Basin, all transit to land is by launch. 
inflammables Basin: This is situated outside the South Channel in front 
of Km. 0.500 and about 300 m. distant from the axis of the Channel and 
at a right angle. The dimensions are as follows: length: 616 m. on the 
East side, 425 m. on the West side, 180 m. on the S.W. side and 72 m. 
on the South side. The dock walls at the entrance are 44 m. long on 
each side. The entrance is 50 m. wide. All the dock walls of this basin 
are of cement, as well as the intakes and landing dolphins. It has 7 jetties 
for mooring vessels. The present tank storage in South Dock lies to the 
S.E. of this basin at a distance of about 1,000 m. Depth alongside 26 ft. 

Ocean going tankers discharge at the piers on the West side. There 
are no facilities for reaching the city by land and therefore all the transport 
of officials, crew, stores, etc., must be done by launch. 

The oil for the Y.P.F. tanks on the East side of the Basin and the 
M.O.P. workshops is sent from South Dock by piping under the South 
Channel. 


East Basin: At the entrance to the South Anteport, a breakwater and 
2 new basins have been constructed. 

Basin No. 1 is used exclusively by the Port Works Department for 
laying up and repairing dredgers and other maintenance craft. It also 
contains a dry dock and a shipyard. Depth of water is 24 ft. in the basin 
but only 16 ft. at the entrance. 

Basin No. 2, in form an irregular quadrilateral, is separated from No. 1 
by a mole, and is 146 m. wide at the entrance, 170 at the base and with 
walls 372 m. long to the S.E. and 294 m. long to the West, allowing a 
number of vessels to berth. Alongside this mole is the SEGBA Power 
Plant. Depth in the basin varies from 24 ft. to 14 ft. at the entrance. 

From No. 2 there is a mole parallel to the South Access Channel, 
260 m. long, with a central salient 120 m. long, and 2 side salients 15 m. 
long each, and at 55 m. from the central mole. This is used by tankers 
discharging fuel for the Power Plant. There is 1 crane, 16 tons, and a 
narrow gauge railway line. 

The breakwater has been built on the South side of the access channel 

as a protection for the basins, and commences 100 m. South of the light 
buoy on Km. 1 of this canal. 
South Anteport: The construction of the Inflammables Basin, and of 
the East Basins, before arriving at the entrance to South Dock, Riachuelo 
or South Basin has created an Anteport. The North part has a mole 
384 m. long from East Basin No. 1 to South Basin. This is used by the 
Port Works Department for workshops, deposits and offices. 

The Prefecture has an office here, on top of which is a mast 2 m. 

high, used as a signal station. A white-edged red flag by day or a flashing 
red light by night indicates that a vessel is entering by the Southern 
Channel from Km. 8 to the Anteport. This signal will remain until the 
vessel reaches the Anteport, and signifies that the Channel is closed to 
all except tugs, sand hoppers and river passenger craft, provided draft 
does not exceed 14 ft. 
Riachuelo: This is a narrow, winding stream which flows to the Plate 
by way of the South Channel. It has a depth in its axis of 21 ft. and from 
17 ft. to 19 ft. at the berths, while the banks being sloping can cause 
trouble with moorings on a falling tide. Ocean-going vessels rarely use 
this now, except for occasional discharge of timber, and it is used mainly 
by lighters and coastal craft, as well as by laid up vessels and what are 
now virtually wrecks. 

This is the old-time Boca and Barracas area. 

DENSITY: Fresh water. 
FRESH WATER: There are hydrants at all berths, with very few 
exceptions, at which vessels can take water at a charge per cu.m. 

There are no hydrants in the Inflammable Basin, and only at Berth 
No. 1 on either side of Basin E in the New Port. 

Delivery rate varies from 5 to 10 t.p.h., depending on the number of 
vessels taking water, time of day, etc. An extra charge is made in 
overtime. 

FUEL: Available by barge. 
CARGO: Classification of Import Cargo: Argentina being a tariff 
protected country, all cargo landed is subject to Customs control. 

To facilitate control, there are Custom House warehouses on the city 
side of the dock zone, on the quays, in the South Dock, and others 
away from the quays. The Dock Zone is enclosed. 

The transport of all goods from vessels is currently effected by State 
owned vehicles. There are no longer any private warehouses. 

All fine cargo, cargo in cases, and most baled cargo must be 
discharged to Custom House Warehouses, direct from the ship, by 
means of dock cranes. 

Other cargo in cases, barrels, etc., which might be damaged if stowed 
in the open air, also cargo which from its nature might damage other 
cargo stowed with it must go to the Custom House warehouses away 
from the quays, and is conveyed there by port railway wagons that take 
the cargo from alongside the ship. This same class of cargo can also 
be sent to private fiscal warehouses and is similarly conveyed there from 
the ship's side by railway wagons. 

Cargo that can be stowed in the open air without risk of damage, such 
as cases of glass, motor cars, sanitary ware, etc., is also conveyed from 
the ship's side by railway wagons to open spaces (plazoletas) within the 
dock zone, reserved for the stowage of such cargo. 

Certain classes of cargo, such as bales of oe jute, rice, 
agricultural implements, and all articles the nature of which can be seen 
at a glance, can be discharged direct to consignees’ carts, motor lorries, 
etc., from the ship’s tackle. Also certain classes of rough cargo, such 
as coal, lumber, iron, cement, etc., must be discharged direct in this 


way. 

The Custom House, in order to expedite despatch, has enlarged the 
list of goods that can be discharged in this manner, and also authorises 
the carrying out of these operations outside ordinary working hours, 
which has hitherto been prohibited. 

Storage of goods in Custom House Deposits is limited to six months, 
counting from the date of the vessel's entrance to port. 

All classes of cargo can be discharged into lighters (by permit from 
the Custom House). 

Discharge to lighters can take place in all sections of the port. 

“at of Special Deposit Called “‘Transit'’ for Reception of General 
‘argo: 

In order to facilitate the discharge of vessels with general cargo for 
delivery to Fiscal Warehouse, the Custom House Authorities have 
authorised the direct discharge from vessels to a special warehouse 
which receives all the cargo as it comes out of the hold, labour being 
supplied by Agents. 

This facility is only available at certain sections of the port and 
whenever a vessel discharges at a berth where there is a “Transit” 
deposit, this must be used unless the vessel carried homogeneous cargo 
a! of such a nature that it does not require the use of the “Transit” 

leposit. 

The cargo discharged in these special warehouses must be delivered 
by the Agents at ship's expense, into the Customs warehouses. 

Cargo in transit to or from Paraguay is now stored in sections of 
Warehouse No. 5 of Dock 4. The goods may remain in the warehouse, 
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once onwards transportation has been arranged, for 3 days, where the 
ocean carrier is operating, or in a special shed in Section 1 of Dock 2, 
where the river vessels load for that country. 

Cargo in transit for other countries can be deposited in any approved 

space. In all cases, special permit must be obtained in order not to lose 
the status of “transit cargo”. 
Time Limit for the Permanency of “in Transit'’ Cargo in Lighters: 
Maximum time limit is set at 90 days, but it is possible to renew this, 
while on the expiry of such authorisation, the cargo must be discharged 
to fiscal warehouses, and be subject to all the rules and conditions 
governing this operation. 

The Custom House is authorised to grant an extension of time when 
the interested party requests this before expiration date, and providing 
the causes are, in the opinion of the Custom House Authorities, justified. 

Cargo in transit that is discharged by mistake to fiscal deposit, has to 
be removed from there within 48 hours; otherwise it must be added to 
the cargo manifest as a surplus discharge. 

A tariff in the style of railway tariffs is in force with a variety of charges, 
all depending on the class and nature of the cargo that is being trans- 
shipped. Therefore, Shipowners, their Agents and Forwarding Agents 
should, in every case, communicate with their Agents in Buenos Aires 
to ascertain the exact cost of these charges. Subsequently to the new 
tariff being enforced, various increases were declared, so that the extra 
freight on cargo trans-shipped is now an important item to be considered 
when accepting through bookings. 

Delivery of Cargo: The receiver of the merchandise or holder of the Bill 
of Lading must deliver this document to the Custom House to clear the 
goods. The merchandise, whether for deposit of direct despatch is 
delivered to the Consignees without the intervention of the Master of 
the vessel or the Agents. The Bill of Lading remains with the Custom 
House, under whose control the cargo is delivered. The Custom House 
verifies the legitimacy of ownership, and whether all the import dues or 
services have been paid on the merchandise before leaving warehouse. 
Collection of Freights on Imported Goods: In the Argentine, the Custom 
House releases the cargo, and not the Agent, therefore the only means 
of ensuring collection of freight when payable at destination, is for the 
Agent to place a judicial behesesel on the entire cargo. This action 
necessitates the Consignee first obtaining the Agent's conformity to the 
a before the Custom House will accept them and deliver the 
Ss. 

Without an embargo the Agent, once he has presented the Cargo 
Manifest, cannot intervene between the Custom House and Consignee. 
Not even the retention by Shipper of all the signed original Bills of Lading 
is a safeguard, because the Custom House, which is only concerned 
with the delivery of the cargo to the lawful Owner and is in no way 
concerned with the freight payment, will deliver the cargo against 
production by consignee of a bank guarantee that the Bills of Lading 
will be forthcoming in due course. 

From the foregoing it may be gathered that freight should always be 
prepaid when possible. 

The Custom House usually does not release the cargo, if the Bills of 

Lading are claused “Payable at destination”, until the importer produces 
an account for freight, duly receipted by the Agent, but this is not a 
sufficient cover, as the Customs are not under any legal obligation to 
effect this control, and therefore cannot be held responsible for the freight 
of goods delivered without it being paid. 
Cargo Discharged to or Loaded from Vehicles: The Custom House 
Administrator has authorised the access of vehicles of all classes to the 
quays of this port for the reception or delivery of cargo of any class, size 
or weight. 

It is necessary for the importers, exporters or Custom House brokers 
to obtain a permit for this, and the applicant is held responsible for any 
damage to port installations caused by said vehicles. Sufficient space 
must be left between truck and sheds to allow passage of Port Authority 
vehicles and fire engines. 

The authorities will not be responsible for any accidents to the 
vehicles, their crew or their cargo. The vehicles must be so handled as 
not to interfere with the railway traffic. 

Discharge of Inflammables: This is now permitted in the Port of Buenos 
Aires under strict security control. 

Discharge of Sulphur: \t is compulsory to have a motor launch fire 
extinguisher alongside vessels during the discharge of sulphur. An extra 
man is also required at each hold for carrying water to the stevedores. 
Delivery of Fresh Fruit: The Custom House allows the consignees of 
fresh fruit to take away their cargo immediately on vessel's arrival, upon 
presentation of a special permit endorsed by a bank and Agents, and 
whereby the receivers guarantee presentation of the Bill of Lading in 
due course. 

Placing of Lighters between Vessel and Wharf: When lighters are placed 
between the vessel and the wharf for the convenience of discharging a 
vessel's hold, full Port Service Dues are charged. 

Lighters may be placed between the vessel and the wharf when the 

vessel's work to shore is not interfered with thereby. In such cases the 
vessel will continue to pay full dues. Lighters are, in fact, not considered 
as occupying any berth unless they are allotted a special berth by the 
Custom House to load or discharge. It is only when lighters are so 
commissioned by the Custom House, that a vessel going alongside 
these lighters would be charged in the category of a vessel lying second 
off. 
Discharge of Heavy Lifts: There are 3 floating cranes, one for lifts of up 
to 60 tons, another of 100 tons and a new one of 250 tons. The first 
two may have lost part of their capacity. The 250 ton crane can navigate 
carrying its cargo, so making special movement of the vessel 
unnecessary, but the two smaller cranes must operate between ship 
and shore in swivelling movement. 

There is also a floating crane capacity 30 tons goaprel J to the Navy, 
and two others, each 75 tons capacity, belonging to the State Fleet. 

Hire counts from getting the crane alongside, and in condition to work, 
until work is completed, plus an extra hour to compensate crews from 
getting the crane back to its mooring place. Slings must be supplied by 
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the lessee, and no responsibility is accepted for damage or breakage, 
the charge being on a tonnage/hour basis. 

The 250 ton crane is not self-propelled, and has a length of 45 m., 
23 m. beam and a draft of 5 m., displacing 1,400 tons. If required it can 
be used in salvage operations, towage being for account of lessee. 

Normally these cranes, except for the 250 ton crane, navigate under 
their own power, but the Craneman has the right to employ a tug or tugs 
for lessee’s account when he considers it necessary and two tugs are 
also i rete chewy employed. 

Wharf Cranes: The hire of shore cranes is charged by the Port 
Administration to the Agents of the vessel requesting their use. Special 
permission must be obtained for overtime work, and also to have shore 
cranes handle ship’s machinery, ballast, or any other non-commercial 
commodity. 

Movable Cranes: Charged per hour from arrival until work finishes. 
These are used for shifting cargo from one wagon to another, or for 
shifting cargo for convenience of consignees. 

Advertisements: Advices of arrival of vessels with cargo, inspections of 
general cargo and notices of general average are published in the local 
press. 

Notarial Protest and Extensions: When vessels arrive with cargo it is 
customary to note protest before a Public Notary, for which there are 
fixed fees per page to be filled in, plus further fees should an extension 
be necessary later. 


CONSULS: 

Algeria Montevideo 1889 Tel: 41-0271 
Australia Sta. Fe 846 32-6841 
Austria French 3671 72-7095 
Belgium Defensa 113, 8th floor 33-0066 
Bolivia 25 de Mayo 611 2nd floor 31-7365 
Brazil Paraquay 580 2nd Floor 31-7743 
Bulgaria Manuel rrio 2967 83-7458 
Canada Suipacha 1111 25th floor 32-9081 
Chile San Martin 439 9th floor 49-8271 
China, Peoples Rep. of | Sucre 3001 73-1950 
Colombia Sta. Fe 782 8th floor 31-4381 
Costa Rica Libertador 1146 42-6181 
Cuba Virrey del Pino 1810 73-4349 
Czech Rep F. Alcorta 3240 80-3917 
Denmark L.N. Alem 1064 9th floor 32-6901 
Dominican Rep. Maipu 844 Sth floor 392-2381 
Ecuador Quintana 585 10 Piso 42-6408 
El Salvador Talcahuano 1038 42-6192 
Finland Sta. Fe 846 32-0600 
France Sta. Fe 846 32-2425 
Germany Maipu 938 32-9424 
Great Britain Luis Agote 2412 80-7070 
Greece R. S. Pena 547 34-2838 
Guatemala Lavalle 1759 46-4662 
Haiti Viamonte 1167 45-8796 
Holland Maipu 66 1st floor 34-8778 


Honduras Rodriguez Pena 336 2nd floor 40-0484 
Hungary Cnel. Diaz 1874 83-0767 
Iceland J. A. Roca 610 7th floor 34-3454 
India Paraguay 580 3rd floor 31-3020 
Indonesia Mariscal Castilla 2901 80-6622 
Iran Ocampo 2901 83-9314 
Ireland Sta. Fe 782 7th floor 32-4360 
Israel Arroyo 916 392-4481 
Italy M. T. Alvear 1149 42-9841 
Jamaica Corrientes 127 4th floor 31-4872 
Japan Azcuenaga 1035 83-1031 
Korea, Rep. of F. Alcorta 3221 83-4633 
Lebanon Lib. Gral. Sn Martin 2354 821-0466 
Liberia Florida 142 49-5543 
Mexico Cordoba 1367 42-0723 
Nicaragua Venezuela 146 2nd floor 37-8375 
Norway Esmeralda 909 3rd floor 32-1904 
Pakistan Alvear 1402 44-0355 
Panama Talcahuano 1038 5th floor 42-9651 
Paraguay Maipu 464 3rd floor 392-6536 
Peru Corrientes 330 3rd floor 31-3374 
Philippines Castex 3123 80-5068 
Poland Av. M. Aguado 2870 821-9681 
Portugal Cordoba 315 3rd floor 32-3524 
Rumania Arroyo 962 392-2630 
Russia R. Pena 1741 42-1552 
Sierra Leone Cordoba 1233 40-9573 
South Africa M. T. Alvear 590 31-8991 
Spain Guido 1760 41-0078 
Sweden Tacuari 147 38-3001 
Switzerland Sta. Fe 846 31-6941 
Syria Callao 956 42-2113 
Thailand Av. Belgrano 265 9th floor 33-3690 
Turkey R. S. Pena 852 8th floor 46-8779 
United Arab Republic Guido 1530 42-8542 
U.S.A. Sarmiento 669 3rd floor 46-3211 
Uruguay Corrientes 545 6th floor 49-4129 
Venezuela Esmeralda 909 4th floor 32-2786 
Vietnam Cordoba 1184 46-6533 
Yugoslavia R. Pena 1012 411309 
Zaire Cerrito 1070 44-0902 


TELEPHONE: There is no special installation for vessels in port. Many 
Agents have one or more lines of their own, which can be placed on 
board, if there are connections available in that sector. The telephone 
company makes a connecting charge each time, at a high cost to the 
vessel, plus the usual charges for the service. 

REPAIRS/DRY DOCKS: Syncrolift with capacity 40,000 d.w.t. 
DEVELOPMENTS: Port access to be dredged to 32 ft. for a width of 
460 ft. At a later stage dredging of the port to 35 ft. will be undertaken. 
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TIDAL SIGNALS: See “Plan”. 
Signals by Day: See “Plan”. 
Signals by Night: 

(White flash) Cycle: 

(Red flash) Long flash: 

(Green flash) Short flash: 


30 seconds. 
2.5 secs. each. 
6/10 secs. each. 


White flashes Rising tide: One long. 
Falling tide: Two short. 
Above zero: 

Red flashes For each metre: One long. 


for each 10 centimetres: One short. 
Below zero: 

For each metre: One long. 

For each 10 centimetres: One short. 
Zero: 

Green and red flashes One green and one red, both short. 

A weekly bulletin is issued by the public works ministry and widely 

distributed among Pilots and Agents reports depths referred to the zero 
of the Riachuelo Indicator in channels, passages, basins and berths and 
it is possible to know the real depths at that moment in each part of the 
port area. 
GENERAL: Port Zone: No one is permitted to enter the port zone on 
Sundays or holidays, or any working day after 1800 hrs., unless supplied 
with a pass. Visitors to ships must have cards issued by the Agents and 
approved by the authorities. 

There are several access gates open during day time, but after 

working hours and on Saturdays/Sundays and holidays only those at 
Cangallo Street (by Dock 4) and Maipu (New Port) are open on a 
24-hour basis. 
Allotment of Berths: Vessels to discharge are allotted berths by the Port 
Authorities in strict turn, as from arrival in the roads, and according to 
the nature of the cargo to discharge or load and its quantity. A certain 
time is granted for completing operations, though an extension can 
usually be obtained, the Port Authority reserving the right to order a 
vessel out if operations are not completed on time. 

Berths are allotted in South Dock when the greater part of a vessel's 
cargo is for the factories in that zone. 

Berths at the Elevators: These are allotted in accordance with the 
certificate given by the National Grain Board, and in strict order of arrival 
in the roads. 
Time Limit for Occupying Berths and Commencing Operations: Vessels 
which do not commence operations within 4 hours of the first ordinary 
period, are liable to have the berth given to others. Similarly those which 
suspend operations without due cause may lose the berth. 
ELMA Berths in New Port: Any vessels may solicit one of the reserved 
oe if vacant, but must shift as soon as a State vessel requires the 
rth. 
Discharge of Inflammables: Consignees must take delivery from 
alongside. Should Customs clearance for such cargo not be ready, it 
must be discharged into lighters and the authorities will indicate where 
it must be placed. 
Entrance: Vessels can enter or leave at any time of day or night, with 
advance notice to the authorities. 
Movements: Vessels are not allowed to shift if their draft is not at least 
10 in. less than the depth of water on the semaphore, with a rising river. 
No vessel can interrupt the operations of another to shift within the port, 
but if ready to sail, the other vessel must facilitate its departure whatever 
the hour may be. 

All vessels moored alongside one another, at the quay, must 
reciprocally facilitate their operations, and open out when the vessel on 
the inside finishes her operations, and must leave or change berth. They 
must also make room for lighters with cargo for the vessel next to the 
quay, outside working hours. 

When a vessel has to shift along the quay up to one ship's length to 
discharge or load from another hatch, neither towage nor pilotage is 
necessary when the shift is between the forward hatches, or the after 
hatches. Prior permission must be obtained. 

Shifting from North to South or Vice Versa: There is no set rule, but 
usually vessels going from say, South Dock to New Port, will let tugs 
go and sail out to Intersection Roads to turn round and take up tugs 
again in the North Channel. It is also possible to have tugs follow out 
to Km. 9, where the North and South Channels meet, turn there and 
come into the new berth with the same tugs, if length of vessel permits. 

It is for the Master and Pilot to decide where the vessel will turn, 

depending on weather, draft, current, etc. 
Opening of Dock Bridges: The established time table, twice an hour is 
not observed, and Agents arrange for this when a vessel is ready to 
move through. Vessels should not attempt to pass the lock gates if 
clearance is less than ten cm. and the river is not rising. It must be 
remembered that the sole of the locks in each case is of concrete. 

It is frequent in Madero docks to see vessels resting on the soft muddy 
bottom. 

Prefecture Control: On both entering and oe the Prefecture Officers 
may check with the crew list that all members of the crew are on board, 
particularly on sailing. 

Draft on Sailing: Must be checked by the Pilot and Master, and duly 
recorded in the Pilot's book. Load lines are strictly checked; in case of 
hogging, drafts fore and aft are taken while in sagging marks will prevail. 
Shiftings and Manoeuvres: |n port are carried out under the 
responsibility of the Master, but Pilots are also responsible, at least to 
the Prefecture, since they are under direct authority and at the same 
time considered assessors to the Prefecture. 

Trim: Also controlled, no list is allowed, and maximum tolerance for 
difference of draft fore and aft is 6 ft. to 7 ft. according to vessel's length 
overall. Vessels should not be down by the head. 

Hatchways: All hatches must be kept closed when a vessel is not 
working. If hatches are found open when a vessel is idle, the vessel is 
fined. 

Garbage: A garbage barge goes round the port every eth ony take 
away the garbage, which must be left in drums slung over stem 


Green flashes 


ready for lowering into the barge. It is also possible to arrange for a 
barge to take off refuse from holds, old dunnage, bedding, etc. Collection 
is often a rushed affair, and good watch must be kept for the barge. 
Fines are imposed if garbage is not removed. 
Working Hours: Ordinary working hours are now fixed as from 0700 to 
1300 and 1300 to 1900 hrs. Tugs are now also on this same time table. 
Overtime can be worked from 1900 to 0100 hrs. and from 0100 to 
0700 hrs., but Stevedores are not allowed to take two consecutive shifts. 
Custom House guards and other official workers follow the same 
schedule from Monday to Friday, but earn overtime on Saturdays, 
Sundays and holidays. 


SHIPMASTERS’ REPORT: September 1980. 
Documents: In addition to the papers mentioned in the “Guide” the 
following papers were requested. 

2 Vaccination Lists. 

3 Arms Lists. 

2 Crew Lists with the numbers of the passports. 

1 List of loading ports of the last voyage with dates of arrival and 

departure. 
The |.D. cards were checked before departure and stamped again. 


AUTHORITY: Administrador del Puerto Buenos Aires. 


CAMPANA: 34.15 S. 58.58 W. (See Plan) 

(Province of Buenos Aires) “B" category port. 

N.B. Refer to beginning of rec and River Plate Ports. 

Also see “River Plate” — Shipmaster’s Report dated July/October 
1983. 

On the left bank (from seaward) of the Parana de las Palmas arm of 
the Delta from seaward, 155 miles by river from Buenos Aires, Martin 
Garcia, or 60 miles via Mitre Channel. 

The port is mainly used for receiving and despatching petroleum and 
its products. There are also facilities for handling timber and general 
cargo, as well as steel tubes for the petroleum industry, both for internal 
requirements and for export, which are made here. 

PILOTAGE: Compulsory. 

RESTRICTIONS: Draft is controlled by depth of water at Martin Garcia 
Bar. Daily draft forecasts made by local authorities. See “Mitre Channel” 
(in River Plate section). 

MAX. SIZE: Max. LOA 225 m. Up to 27 ft. draft, dependent on local 
river conditions. 

HEALTH: Free Pratique can be obtained in the usual way, by notifying 
Buenos Aires Agents. Tankers lightening part of their cargo in Buenos 
Aires Roads, can take Pratique here, provided that the convoy formed 
by the tanker and barges follows up to Campana, and no one on board 
has any contact with shore until after the medical visit. If the vessel is 
“unclean” however, Pratique is taken before lightening. 

RADIO: Use Buenos Aires stations for overseas, but for traffic control 
this comes under Zarate VHF (Channel 14) LSO 23. 

TUGS: See “General” before first port. 

BERTHS: Siderca Wharf: Km. 98.5. Owned by Dalmine Siderca S.A. 
Length 185 m. Depth 35 ft. Discharge of iron ore by travelling crane with 
grab, outreach 22 m. from fender line. Airdraft 23 m. Discharge rate 350- 
400 tonnes p.h. 

Steel tubes are loaded by ship’s gear at a rate of 150-180 tonnes p.h. 
per gang per shift (6 hours). 

National Mole: Length 116 m. Depth alongside 20 ft. (5 m. off the wharf 
the depth is 25 ft. (upstream) and 27 ft. (downstream). 3x3 ton electric 
cranes. 

Carboclor: Located 1,500 m. downstream from Esso Jetty “E”. Privately 
owned by Carboclor Industrial Quimicas S.A. Berth consists of a small 
jetty with dolphins. Depth alongside 32 ft. Liquid chemicals loaded and 
discharged at rates up to 1,000 cu.m.p.h. 

Tolueno: Located 500 m. downstream from Carboclor Jetty. Privately 
owned berth with depth of water 20 ft. Berth consists of a concrete 
platform (20 m.x8 m.) with connections for loading and discharging 
liquid chemical products to coasters. 

Esso — Jetty H: See “Tankers”. 

There are 2 towers, one on each dolphin, 27 m. from each end of the 
tanker platform. Chutes are able to swivel 180° and delivery rate for 
petroleum coke is 4,000—5,000 tonnes per day. Airdraft 17 m. 
MEDICAL: Doctors and hospital available. 

TANKERS: Esso Refinery Berths: 

Jetty A: For discharge of dirty ballast and tank washings. Max. LOA 
100 m. Depth alongside 20 ft. 

Jetty C: Max. size 36,000 d.w.t. Max. LOA 250 m. Depth alongside 
40 ft. Berth consists of a platform on piles with 9 pipelines for crude, 
fuel oil, gas oil, petroleum and slops. 

Jetty H: Max. size 38,700 d.w.t. Max LOA 230 m. Depth alongside 
45 ft. Berth consists of a concrete platform (16 m. long) on piles with 15 
ade ale for loading/discharging of crude oil, refined products and 
slops. 

Jetty G: Max. size 5,000 d.w.t. Max. LOA 100 m. Depth alongside 
18 ft. Berth consists of a concrete platform (14 m. long) on piles with 13 
connections for crude oil, refined products and slops. Vessel lies against 
2 dolphins. Fresh water available. 

Jetty E: Max. size 5,000 d.w.t. Max. draft 27 ft. Berth consists of 
concrete platform on wooden piles and 2 concrete dolphins. Tugs 
compulsory for berthing and unberthing. There are 20 connections for 
crude oil, refined products, additives, lubricants and slops. 

DENSITY: Fresh water. 

FRESH WATER: Available at Esso Moles and National Mole. 
FUEL: Available at Esso berths and by trucks or barges. 
CONSULS: Italy. 

REPAIRS: Can be effected. 

AUTHORITY: Administracion de los Puertos Parana. 


ARGENTINA 


CONCEPCION DEL URUGUAY: 32.29 S. 58.12 W. 
(See Plan) 


Km. 183 — Uruguay River (Province of Entre Rios) “C” category port. 
N.B. Refer to beginning of ‘ncaa and River Plate Ports. 

oe see “River Plate’ — Shipmaster’s Report dated July/October 
1 f 

On the left bank of the River Uruguay from seaward, 182 miles from 
Buenos Aires. 

APPROACHES: Access to the port is by a channel 1,000 m. long, 75 m. 
wide, which is 19 ft. at zero. 

The roads of the port extend from the buoy marking the entrance to 
the channel, and about 2 km. up river, where vessels may anchor if 
awaiting berth. 

Access is governed by the water on the Montana and Altos y Bajos 
passes, where there is normally no more than 19 ft. over zero and this 
draft should be taken as a determining factor. 

PILOTAGE: Compulsory. Pilots for Uruguay River board off Buenos 

Aires Entry Channel. 

opis at ana In Uruguay River, about 900 m. North of Entry Channel 
uoy. 

RESTRICTIONS: Day and night navigation allowed. Channel dredged 

to 21 ft. LW. Depth on bars, 19 ft. LW. 

MAX. SIZE: Maximum permitted draft in Uruguay River is 19 ft. plus 

height above zero minus 1.0 ft. Fresh water, according to local 

conditions. 

HEALTH: When the vessel enters the jurisdiction of Prefectura Naval 

Argentina, Prefectura Rio Uruguay, from about km.116, radio agent and 

advise the number of passengers and crew on board and health 

condition of vessel, on VHF Channel 16 — call sign L8T (Lima 8 Tango). 

RADIO: The port station “L8T” transmit daily information about the 

condition of the Uruguay River from San Javier to Gualeguaychu. The 

radio gives the news everyday at 0055, 0655, 1255 and 1855 hrs. 

TUGS: Vessels can enter or sail to the Quays No. 3,4,5,6 and 7 without 

ey" It is compulsory to use tugs at other quays. 

BERTHS: There are two berths for general cargo and one berth for 

tankers. There is an elevator of 20,000 tons capacity, working with two 

tubes of 500 t.p.h. each. Due to the silting alongside quay, vessel should 

be prepared to be fendered about 1.5 m. off the quay. 

MEDICAL: All medical facilities available. 

TANKERS: One berth for tankers up to 19 ft. draft. 

YPF Berth: Eight hose connections, 12 in. and 6 in. diameter. 
DENSITY: Fresh water. 

FRESH WATER: Available, there are several hydrants of 1.5 in. 
diameter on the mole. 

FUEL: Available by tank truck from local suppliers. 

REPAIRS: National and privately owned workshops for all types of minor 


repairs. 
DRY DOCKS: One, owned by Ministerio de Obras Publicas, length 
70 m. 
REPATRIATION: Can be arranged subject to Immigration formalities. 
AIRPORT: Situated 10 km. away at Gualeguaychu, with daily services 
to Buenos Aires. 
CONSULS: There are Italian, French, Uruguayan and Spanish 
representatives. 
LICE/AMBULANCE/FIRE: Police Tel: 22222. Ambulance Tel: 
27792/22464. Fire Service Tel: 23333. Vida (Emergency) Tel: 27889/ 
27858. Hospital Tel: 22464. 
eee ES: Arrangements can be made for placing telephone on 
ard. 
SHORE LEAVE: Permitted subject to Immigration control. 
AUTHORITY: Prefectura Naval Argentina, Prefectura Concepcion del 
Uruguay. 

Capitania del Puerto Concepcion del Uruguay, Spiro y Estrada, 
3260 Concepcion del Uruguay, Entre Rios — RCA, Argentina. 


DIAMANTE: 32.05 S. 60.33 W. (See Plan) 


Km. 533 — River Parana (Province of Entre Rios) “B’” category port. 
N.B. Refer to beginning of ay a and River Plate Ports. 

Also see “River Plate” — Shipmaster's Report dated July/October 
1983. 

On the right bank of the River Parana from seaward, above Rosario 
and 240 miles and 276 miles from Buenos Aires via the Mitre Channel 
and Martin Garcia respectively. 

APPROACHES: There is ample depth of water in the port for vessels 
with 24 ft. draft, but draft is governed by the water on the various bars 
on the river, the shallowest above Rosario being Isla de los Pajaros, at 
Km. 468 to Km. 473 where 2 ft. keel clearance is required. 
PILOTAGE: There is no resident port Pilot, and Pilot has to be ordered 
from Rosario. Minimum 10 hours notice required. The river Pilot ends 
his duties in the Outer Roads. Vessel must sail to make Los Pajaros 
Pass in daylight. 

HEALTH: Vessels arriving directly from abroad must take Free Pratique 
at San Nicolas or Rosario, with the usual pre-advice to Agents there, 
which is essential for preparation of Notice of Readiness. 

RADIO: Nearest station is Rosario LSQ 38, on 477 kHz. A1 LSQ 
broadcasts daily, at 1305 hrs., the depth of water in the Parana River 
from Los Ratones to Los Pajaros, and also the minimum depth between 
Santa Fe and Rosario. 

TUGS: Tugs available from Santa Fe. No tugs required for berthing. 
One tug required for unberthing vessels under 160 m. LOA and 2 tugs 
if over 160 m. LOA. 
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BERTHS: Grain is loaded from the elevator at the North end of the port, 
Section 4, where there is 30 ft. Only one vessel may load at a time. 
Loading rate is up to 600 tons per tube per hour, work being possible 
with 2 tubes simultaneously. Max. LOA 250 m. 

It is possible to load a second vessel, lying second off, if the beam of 
the vessel alongside permits. 

Storage capacity in port is about 50,000 tons, of which 20,000 tons 
are in elevator at section 4. 

There are tanks for vegetable oil with a capacity of 4,000 tons. 
Pumping rate is about 120 t.p.h. to vessels’ tanks. 
STEVEDORES: Working hours: 0600 hrs. — 1800 hrs. Monday to Friday 
and 0800 hrs. — 1200 hrs. on Saturday. Overtime if required 1800 hrs. 
— 2400 hrs. and 0000 hrs. — 0600 hrs. 
FRESH WATER: Available at the elevator berth. 
FUEL: Not available. 
MEDICAL: Hospital available. 
DENSITY: Fresh water. 
CONSULS: None. Outward bound consulate despatches should be 
requested from Rosario or Buenos Aires. 
REPAIRS: Only minor repairs possible. 


IBICUY: 33.39 S. 59.15 W. 


Km. 218 — River Parana (Province of Entre Rios) “B" category port. 
N.B. Refer to beginning of Argentina and River Plate Ports. 

Situated 3.5 miles up the River Ibicuy, on the right bank of the River 
Parana Pavon from seaward, 117 miles from Buenos Aires by river. 

With the closing of the rail ferry from Zarate this port has now been 
closed down, and is unlikely to reopen. 


LA PLATA: 34.54 S. 57.55 W. 


(Province of Buenos Aires) “B” category port. 

N.B. Refer to beginning of entina and River Plate ports. 

a see “River Plate” — Shipmaster’s Report dated July/October 
1983. 

This port is situated on the left bank of the estuary of the River Plate 
from seaward, 30 miles South of Buenos Aires. It is the capital of the 
Province of Buenos Aires and is rapidly becoming industrialised. 
APPROACHES: Access to the port is by a channel, which leaves the 
main entrance channel to Buenos Aires at Km. 57. It can be dredged 
to 28 ft. maximum. La Plata Roads extend for 3.5 miles from the moles. 
PILOTAGE: Compulsory. Coming from the sea, or Montevideo, the 
Recalada or Uruguayan Pilot will take the vessel to La Plata Roads 27 ft. 
where a La Plata Port Pilot comes aboard. 

From up river to La Plata, the River Pilot is dropped at Intersection, 
where a new Pilot takes the vessel to La Plata Roads for the Port Pilot 
to come aboard. 

ANCHORAGE: Four miles S.E. of Recalada. 

RESTRICTIONS: Vessels navigating in the Entrance Channel have 
preference over those in the River Santiago, and those which by reason 
of size must turn at Four Mouths have priority over others in their vicinity. 

There must be no crossing or overtaking of vessels over 60 m. long 
or 9m. beam, or 20 ft. draft and for this reason vessels ready to sail 
from Gran Dock will not let go while any vessel is entering by the 
Entrance Channel. 

Vessels over 190 m. in length can only manoeuvre in daytime, with 
a minimum visibility of 1,500 m. and with a wind not exceeding 10 knots. 

Regulations for the Santiago River Channel prohibit movement 
between sunset and sunrise for vessels over 140 m. long, or drawing 
over 24 ft. Vessels over 11m. beam cannot cross or overtake, and 
vessels in this channel must not interfere with those moving in Four 
Mouths (Cuatro Bocas). 

Depths: Access Channel: Length 12 km. Depth at zero tide is 23 ft. 08 in. 
urning basin: Depth 26 ft. at zero tide. 

Channel to Puerto Ing. Rocca (Propulsora) dredged to 28 ft. 

MAX. SIZE: Max. LOA 215 m. Draft: 24 m. beam — 25 ft. draft; 24 m. — 
33 m. beam — 23 ft. draft; both drafts are with 3 ft. under keel. 

Vessels with a beam in excess of 33 m. require special permission to 

use the channel. 
HEALTH: Free Pratique — radio messages should be sent direct to 
Agents in La Plata if vessel is entering direct. 
RADIO: Station LOM 524 kHz, A2. State oilfields have a VHF service, 
range 50 km. for communication with their vessels on 156.5 MHz during 
the first 15 minutes of each hour. 
TUGS: Two tugs must be used, each of a minimum 820 h.p. Normally 
et vessel in entrance channel. Also see “General” before first port. 
ERTHS: The port comprises Rio Santiago, Gran Dock and the 
Propulsora berth, 5km. up the river Santiago, also known as Port 
Ingeniero Rocca. 
Rio Santiago: The grain elevators on the West side of the Entrance 
Channel are no in use. The berth is 450 m. long, due West of 
the Four Mouths Turning Basin. Four tanks for reception of liquid 
chemicals have been installed here, capacity 2,300 tons. Depth 
alongside 23 ft. 
Gran Dock: (Also see “Tankers”) 
Berths No. 10 and 11 are Sch 6 Cobebo tor Ua aaet Ol thes 
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(See Plan) 


Berth No. 11 is equipped with a conveyor belt and can deliver 
5,000 tonnes in 12 hours (2 shifts). A similar system is being installed 
at Berth No. 10. 

The ont alongside Berth No. 11 is 26 ft. and at Berth No. 10 the 
depth is 23 ft 

There is a ‘tuming basin at the head of Gran Dock with a width of 
200 m. where vessels up to 175 m. LOA can turn. 

Prior to berthing, vessels must swing and berth head out. 
Propulsora: A cold rolling steel mill has been built inland and a 5 km. 
channel dredged to 28 ft. from “Cuatro Bocas”. There is one berth here, 
154 m. long, though vessels of up to 220 m. length with beam of 31.5 m. 
with special permission can berth. Depth alongside 28 ft. The material 
used in the mill is imported in coils, and exports of cold rolled sheets 
and wire are also handled. There are two cranes, 30 ton and 32 ton 
capacity and combined rate of discharge is 500t.p.h. Work is 
continuous. 

Some 600 m. from the wharf itself, there is a turning basin 300 m. 
diameter. Vessels go in bow first, as there is less water to the South 
end of the wharf, and turn in this basin before returning down channel 
to La Plata proper. Only one vessel can operate at a time here. Vessels 
~ ple to bollards on shore at the bow, and a mooring buoy astern. 

Bie gi for berthing and unberthing. 

TA IKERS: Gran Dock: The dock has a total length of 2,500 m. but the 
Northern half of the dock is in a state of disrepair and unused. The State 
Oil Field (YPF) Refinery is located on the East side where crude oil is 
received by pipeline from Bahia Blanca. The Refinery has 5 berths (Nos. 
1-5) for the loading and discharging of clean petroleum products. 
Tankers load to maximum draft and then proceed to the roads to 
complete loading from barges, to the maximum draft permitted for the 
River Plate. 

On the West side, Berths No. 6 and 7 are operated by Petroquima 
and Berths No. 8 and 9 are connected by pipeline to the YPF Refinery 
on the East side. 

MOORING: Vessels of up to 150m. length will employ 4 men for 
mooring, and those over 150 m., 6 men. Mooring hours in ordinary time 
are from 0600 — 1800 hrs. on week days, 0600 — 1200 hrs. on Saturdays. 
There is a 50% extra from 1800 — 2400 hrs. on week days or from 1200 
— 1800 hrs. Saturdays, and 100% at all other times. 

SEMAPHORE: For night whey of the depth of water in the access 
channel, the system is similar to that at Martin Garcia and Riachuelo, 
Buenos Aires. By day signals are hoisted on a tower at Km. 4,460 on 
the access channel arm if tide is rising. If the river is stationary or falling, 
no roa is hoisted. 

MEDICAL: Doctors and hospital facilities available. 

FRESH WATER: Delivery by barge, capacity 300 tons and pumping 
with barge’s own pump, 100 t.p.h. There are also connections at the 
berths in Gran Dock. 

FUEL: Available alongside in Gran Dock and by barge or truck. 
CONSULS: Following countries are represented in La Plata: Italy, 
Norway, Peru and Spain. All other consuls at Buenos Aires. 
REPAIRS: All repairs can be effected except those requiring a dry dock. 
SHORE LEAVE: Allowed, provided crew members in possession of 
Identification Cards. 

AUTHORITY: Capitan de Puerto de La Plata. 


RAMALLO: 33.32 S. 59.59 W. (See Plan) 


Km. 326 — River Parana nines of Buenos Aires) “B” category port. 
N.B. Refer to beginning of Ar; entina and River Plate Ports. 

Also see “River Plate” hipmaster's Report dated July/October 
1983. 
APPROACHES: The port is on the left bank of the Parana from seaward, 
where the river is divided into two by the Isla de las Hermanas. 
Access Channel: The entrance is from the main river channel about 
5 miles from the port. The channel is buoyed but not lighted. The depth 
is 23 ft. — 25 ft., depending on the river. Agent should be consulted. 
PILOTAGE: Pilotage is compulsory and the Port Pilot boards at the 
entrance to the access channel. Agent requires 6 hours notice of arrival 
to order the Pilot from Rosario. 
RADIO: Agents at San Nicolas must be contacted either through Buenos 
Aires Radio, or via Rosario, LSQ 38, on 477 kHz, A1. 
TUGS: Tugs are not necessary but if required must come from Villa 
Constitucion. 
BERTHS: Grain Board Mole: There is an elevator, capacity 20,000 tons 
and two loading belts, load rate 250 tonnes p.h. each. The berth, for 
one vessel 180 m.—200 m. length, consists of a small jetty (length 
150 m., depth 30 ft.) and several dolphins and two mooring buoys. 
Fiplasto Mole: Used for discharge of fuel to the hardboard factory, from 
tankers. There are two dolphins with 23 ft. depth alongside. As the 
current runs fast here, vessels may roll with any wind, and it is 
recommended to put out more ropes than usual, both fore and aft. 
MEDICAL: Attention available, but no hospital. 
FRESH WATER: Not available, except by drums from a tank on the 
National Mole. 
FUEL: Not available. 
CONSULS: None, consular clearances can be effected at San Nicolas. 
REPAIRS: No repair facilities. 


ROSARIO: 32.57 S. 60.33 W. (See Plan) 


Km. 420 — River Parana (Province of Santa Fe) ‘B” category port. 
N.B. Refer to beginning of Argentina and River Plate Ports. 

Also see “River Plate’ — Shipmaster’s Report dated July/October 
1983. 

APPROACHES: Outer Roads, between Buoys 410 and 413. 
PILOTAGE: The port Pilot will come on board between Km. 410/415, 
by launch. Vessel should whistle for him if not here to meet the ship 
(2 long, 1 short). 

ANCHORAGES: 7 vessels can anchor at Km. 425 (Rosario Roads) and 
3 vessels can anchor at Km. 407 (Punta Alvear Roads). Both anchors 
should be used. 

RESTRICTIONS: Fog: In thick fog, special permit must be obtained to 
enter or leave. There is an average of 6 days fog per month in the period 
April/August but only 1 day per month in the rest of the year. Electric 
storms are frequent. 

Maximum Speed in Zone: From Saladillo stream North, there is a limit 
of 6 knots, up to Punta Barrancas. 

There are no restrictions as to length and breadth of vessels, but draft 
and size of vessels are subject to river depth, which is very variable and 
no standard information can be given. Vessels up to 27 ft. draft are 
permitted to navigate the River Parana up to Rosario and San Lorenzo, 
provided vessels speed exceeds 10 knots and that there is at least 1 ft. 
keel clearance. Above Rosario controlling depth 22 ft. Vessels loading 
in Parana Ports must keep close contact with Agents for daily forecasts 
of admissible draft crossing Martin Garcia Bar to avoid risk of overloading 
and consequent delays. 

HEALTH: Free Pratique, use Radio LSQ 38, on 477 kHz, or via Buenos 
Aires Radio. 

RADIO: All messages through Pacheco Radio, call sign LPD, operating 
on 425 kHz. Pilots ee with VHF radio Channel 16. 

TUGS: Two tugs are available, controlled by Port Authority. See 
“General” before first port. 


BERTHING: 

Berth Length Oe Remarks 
(m.) s 

FACA 130 30 _ Floating jetty. Air draft 14m. Max. LOA 
240 m. Grain loading, rate 1,000-1,200 
tonnes p.h. Storage 19,000 tons. 

Genaro Garcia 140 35 _ Private elevator. Max. air draft 21 m. 
Grain loading, rate 1,000 tonnes p.h. 
Storage 7,000 tonnes. 

Unit III 80 30 Air draft 13.0 m. Max. LOA 220 m. 
Grain loading, rate 400 tonnes p.h. 
Storage 80,000 tonnes. 

Unit IV 145 29 Aijr draft 12.0 m. Grain loading, rate 
400-500 tonnes p.h. Storage 
35,000 tons. 

Sheds 2,000 28 Bulk cargoes (grain by-products and 

3-17 sugar) by belt, rate 150-200 tonnes p.h. 

Bolivian 820 28 §&8cranes. Bolivian imports and exports. 

Free Zone 
vices A 300 28 Storage and export of sugar. 
Paraguay 350 29 Leased to Paraguay. 

Free Zone 

Sheds F to J 550 29 5 shedsx10,000 tonnes capacity for 
grain by-products. Loading by portable 
conveyor belts. Sheds H and | are 
waiting berths. 

New Wharf 609 30 _ 5 electric cranes travel length of wharf. 
(26.3 tons, 2x 12.5 tons and 1 x20/ 
35 tons). Sulphur and manganese ore 
discharged to trucks. Privately owned 
sheds for storage of grain by-products. 
2 cpa conveyor belts, rate 190 tonnes 
p.h. 

At the South end there are 3 lines for 
loading vegetable oil, rate 500 tonnes 
p.h. Storage capacity 50,000 tonnes. 

Unit VI 250 31 Grain elevator berth. 9 chutes, 5 belts, 
rate 1,500 tonnes p.h. (300 tonnes p.h. 
per belt). Storage capacity 125,000 
tonnes. Max. LOA 250 m. Max. air draft 
13.5 m. 

Unit VII 215 30 Grain elevator berth. Storage 80,000 
tonnes. Rate 1,000 tonnes p.h. Berth 
oe in use. Control room destroyed by 
ire. 

Carnes 175 — Meat and products loaded by ship's 

Argentinas gear. 
Punta Alvear 144 35 Private grain elevator 14 km. below 


Rosario. 3 towers. 2 towers deliver 
1,800 tonnes grain or 1,200 tonnes by- 
products per hour. Storage 55,000 
tonnes in silos and 15,000 tonnes in 
sheds. Max. air draft 21 m. 
Cranes: There are a large number of electric cranes, and the port is 
built in such a way that with few exceptions all cargo discharged must 
be handled by shore cranes. If the river is high, and shore cranes cannot 
operate to the vessel, the ship may discharge to shore, for the shore 
crane to place on railway cars, etc. 

Bills of Lading covering lifts of 2.5 tons or more should be claused in 
such a manner that any extra expense in landing them is for account of 
the cargo. 

Allotment of Berths: May depend on the availability of grain to the 
particular shipper, but normally berths are allotted in order of arrival. 
Fenders: Vessels must use fenders for keeping them off, and can use 
their own or hire from the port. 


ARGENTINA 


STEVEDORES: Working hours: 0600-1200 and 1200-1800 weekdays 
and Saturday morning. Other times are on overtime rates. Gangs 
supplied according to vessels requirements by private companies under 
Government supervision. 
Normal capacity per gang, per shift: 

20 to 25t.p.h. frozen meat. 

120 to 140 tons per shift general cargo. 
MEDICAL: Private and state-owned hospitals. All facilities available. 
TANKERS: Discharge at Moles 3 and 4. 
FRESH WATER: Only available at the berths on the Southern part of 
the port, except at the new wharf. 
FUEL: All grades available by barge, but cost is high. 
CONSULS: The following countries are represented at Rosario: 


Bolivia Lebanon Spain 

Chile Netherlands Sweden 

Finland Nicaragua Switzerland 

Germany Norway Syria 

Greece Paraguay Uruguay 

Italy Peru 
REPAIRS: All eae excluding dry docking, can be effected. 
phdrd hte ALLOWANCES: 60 cigarettes per day, and 2 bottles spirits 
each man. 


AIRPORT: 16 km. from port. Daily flights to Buenos Aires. 


POLICE/AMBULANCE/FIRE: Police 29071; Ambulance 45600; Fire 
20147. 

TELEPHONES: Can be placed aboard. 

SHORE LEAVE: No restrictions. 


SHIPMASTER’S REPORT: February 1988. 
River Plate Passage and Loading at Rosario. 

The vessel had ordered a pilot for 0200 hrs. but due to favourable 
winds arrived at 0100 hrs. The pilot vessel advised in English that the 
Pilot would only be available at 0200 hrs and the vessel reversed course 
for a time. 

Draft had been reduced to 21 ft. to facilitate passage in the adjacent 
zones and near Martin Garcia. Pilot boarded at 0215 hrs. and vessel 
proceeded at near to sea speed on fuel oil for the 6.75 hours to the 
Common Zone off La Plata. The two River Pilots were standing by and 
the pilots were exchanged without anchoring, and the ship resumed its 
upriver passage. The River Pilot ascertained that shipping was light, and 
that it was not considered necessary to anchor for any oncoming traffic. 
The ship changed to fuel oil and proceeded at near to sea speed. 
Passage was North of Martin Garcia Island to Nueva Palmyra, where 
the ship turned into the Rio Parana Bravo. 

A dredger was working at km. 299 and the Pilot requested reducing 
the maximum draft to 20 ft. to allow the use of the secondary channel, 
which was duly done. The vessel anchored off Rosario with two anchors 
at 0400 hrs., 26 hours after taking the first pilot. 

An inspection party of 6 persons boarded at 0715 hrs. and the vessel 
was Cleared at 0800 hrs. The holds were concurrently inspected and 
the ship passed fit for grain at 0830 hrs. This was passed by walkie- 
talkie to the local agency, who in turn telephoned Buenos Aires Agency 
who in turn gave Notice of Readiness to the National Grain Board in 
Buenos Aires. 

The vessel had a set of port entry papers from a previous call, and 
there was no delay. The Customs required the completion of a ‘Draft 
Survey’ statement with draft and details of the weights on board. No 
copy was given to the ship, but as the Chief Officer was inspecting 
hatches at the time it needs to be prepared for. 

The Harbour Pilot boarded at 1000 hrs. and the vessel was all fast 
alongside a dolphin berth called Unit 4 by 1230 hrs. in a heavy downpour. 
The hatches were inspected by a second surveyor, and ‘fogged’ by a 
section of the Grain Board for the prevention of insects (though none 
had been found). 

The stevedores’ working hours were from 0600-2100, or 15 hours 
per weekday, with 6 hours on Saturday. No work on Sunday. Access 
was by a small gangway lowered from one of the two elevator towers 
on to the ship. This berth had only 2 towers, each with 2 booms. The 
ship's loading plan was amended to avoid having to shift the ship. Moving 
ahead against the current is said to require pilot, and main engine. 

One of the towers was experiencing difficulties and the loading rate 
was less than that forecast. The vessel had nominated 24,946 tonnes 
to load to not exceed 27 ft. O3 in. F.W. draft. The River Authorities 
published daily readings of the available depth of water on each section 
of the river. It is necessary to keep the ship close to even keel towards 
finishing in case of a sudden drop in the permitted river draft. 

Provisions could not be delivered from the shore due to the pedestrian 
only form of access. In fact the mooring boat was hired to bring the 
stores to the ship's offside. However, it was of limited capacity and 
charged extra to the bill. This applies to the majority of the terminals, 
which are mounted on top of the high river bank, while ships berth 
offshore on dolphins that may be fixed or floating. Cash payment in 
United States Dollars is preferred and in general, the provisions were 
considered to be of good quality. 

Difficulties were experienced with the shore cargo figure being about 
2.7% in excess of the ship's draft calculation. The vessel's sailing was 
delayed for an hour, but no correction appeared to be possible. Letter 
of Protest submitted and the Statement of Facts endorsed. Receipts are 
submitted daily, and each needs to be endorsed individually. Shortages 
appear to be not uncommon but with no means of obtaining rapid positive 
corrections to documents. 

The departure inspection party consisted of one person and the vessel 
proceeded upriver to turn off No. 1 Unit. The Harbour Pilot left near the 
South or No. 6 Elevators, and then proceeded with the River Pilots. The 
vessel passed the dredger by arrangement, atkm. 299 and then 
anchored at km. 244 to await daylight. Vessel hove up about one hour 
before sunrise and was turning into the Rio Parana de las Palmas at 
sunrise. This is a very narrow and sinuous river that leads into the Mitre 
Canal. Some mornings fog was experienced in the early sections. There 
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are very, very few aids to navigation, a string of buoys indicates one 
side of a dredged channel. 

Once the fog had lifted, a clear run through until the Common Zone 
off La Plata where the Sea Pilot boarded. Fuel oil was used for the 
majority of the time, excepting during the twilight time and fog periods. 

Sea Pilot arrived and the pilots were exchanged without anchoring 
and the vessel continued to Recalada. However, at 26 ft. draft, vessel 
bumped over a mudiump in the channel. Pilot disembarked at 2230 hrs. 
Due to shallow water, slow speed maintained until 2400 hrs. 


AUTHORITY: Rosario Port Administration. 


SAN LORENZO: 32.45 S. 60.38 W. (See Plan) 


Km. 442 — River Parana (Province of Santa Fe) “B” category port. 
N.B. Refer to beginning of argecine and River Plate Ports. 

Also see “River Plate” — Shipmaster’s Report dated July/October 
1983. 

On the right bank of the River Parana from seaward, 16 miles above 
Rosario and 238 miles by river from Buenos Aires via Martin Garcia or 
202 miles via the Mitre Channel. 

The port includes the separate sections of Puerto Borghi, Puerto San 
Lorenzo and Puerto San Martin. 

APPROACHES: Access is controlled by the passes Destileria and 

Borghi above Rosario. 

PILOTAGE: Available, 6 hours’ notice required. 

ANCHORAGE: Vessels may anchor in the roads between Buoys 447 

and 449. 

MAX. SIZE: Up to 27 ft. draft depending on river depths. 

HEALTH: Vessels coming in from abroad, should take pratique in 

Rosario Roads, advising Agents there in good time. 

RADIO: Use Radio Rosario LSQ 38, on 477 kHz A1. This broadcasts, 

in Spanish at 1305 hrs. daily, depth of water in the river between Santa 

Fe and Rosario. 

TUGS: See “General” before first port. 

BERTHS: Puerto San Martin: 

Terminal VI: Km. 458. New privately owned jetty for handling of grain 

and by-products. Length 180 m. with 4 dolphins. Four loading chutes of 

which two can work at one time. Rate for grain 2,200t.p.h. and 

1,600 t.p.h. for by-products. Depth alongside 40 ft., but sailing draft 

Ha eng by Paso Bellavista. Fresh water available alongside and fuel 
truck. 

El Quebracho Elevator Wharf: Km. 456. Owned by Cargill SA. The facility 

is for pee res and by-products and vegetable oil. Vessels berth on 

3 dolphins send mooring lines to dolphins fore and aft. The overhead 

loading gallery has 3 ar - tubes but only one can be used at any 

one time. The loading rate for grain is 1,000 tonnes p.h. and for by- 

products 750 tonnes p.h. Storage capacity of silos 36,500 tonnes. There 

are 2x10in. lines for vegetable oil, rate 900 tonnes p.h. Storage 

capacity 12,000 tonnes. 

The depth alongside is 35 ft. Sailing draft is restricted by Paso 
Bellavista. Air draft 17 m. 

PASA Wharf: Km. 452. Private berth. Vessels berth against 2 dolphins 
which are 80 m. apart and send lines to mooring buoys fore and aft. 
Maximum sailing draft on average river level is 21 ft. if proceeding bow 
first down river. However, if vessels proceeds stern first with the 
assistance of 2 tugs (or one tug for vessels with bow-thruster) and turning 
down stream the vessel can load to 25 ft. 5 in. 

IMSA Elevator Wharf: Km. 451. Berth owned by Nidera Argentina S.A. 
Grain, by-products and vegetable oil handled. Vessels berth at 4 
concrete dolphins with rubber fenders. Depth alongside 30 ft. Air draft 
18.5 m. Distance between berthing dolphins 150 m. Head and stern lines 
are sent to mooring dolphins ahead and astern. The loading gallery has 
4 chutes and 2 loading belts. Delivery rate for grain 15,000 tonnes p.h. 
and by-products 900 tonnes p.h. Vegetable oil is delivered by gravity by 
2x10 in. lines at a rate of 300 tonnes p.h. 

Storage capacity of the silos and cells is 85,000 tonnes and the tank 

capacity for vegetable oil is 30,000 tonnes. 
El Transito Wharf: Km. 449. Privately owned berth operated by Bunge 
and Born. Grain, by-products and vegetable oil handled. Vessels berth 
at 3 concrete dolphins, overall distance 140 m. Head and stern lines are 
sent to buoys fore and aft. Depth alongside 32 ft. Air draft 15 m. 

There are 2 fixed loading towers. Loading rate 400 — 500 tonnes p.h. 
Vessels must shift in order to load all hatches. 

Vegetable oil is delivered by 2 pipelines at a rate of 700 tonnes p.h. 
Storage capacity for grain is 26,000 tonnes and for oil 10,000 tonnes. 
Dempa Wharf: Km. 447. Owned by Indo S.A. Grain, by-products and 
vegetable oil loaded. Berth has 5 dolphins with rubber fenders and the 
overall length between dolphins is 100 m. Headlines are sent to a buoy. 
Berth equipped with one fixed loading tower. Delivery rate 300 — 
500 tonnes p.h. Vegetable oil is loaded by 2 pipelines at 600 tonnes p.h. 

th alongside 35 ft. Air draft 15 m. 
torage capacity for grain and by-products is 110,000 tonnes and for 
oil 25,000 tonnes. 

Vessels may experience difficulty loading end hatches. The berth is 
at an angle to the current which is strong with shifting, the assistance 
of a Pilot and linesmen is often required. 

The berth is being reconstructed and additional chutes are to be 
provided in order to avoid shifting. 

San Lorenzo: 

State Gas Whart: Berthing for small vessels loading liquid gas. The berth 
receives propane at 200cu.m.p.h. and butane at 150 cu.m.p.h. 
Ammonia is also handled. 
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Esso Wharf: 2 mooring dolphins for nace and discharging petroleum 
products. Discharge lines 6 in. and 10 in. Depth of water 23 ft. 

Y.P.F. Wharf: Refinery berth with 5 concrete ong dolphins. Tankers 
discharge crude oil and load clean petroleum products. Products are 
loaded through 6 in. and 10 in. lines. Rate 700 t.p.h. — 800 t.p.h. 
A.C.A. Elevator Wharf: Km. 444. Owned by Asociacion de Cooperativas 
Argentinas. Depth alongside 30 ft., air draft 23.5 m. Loading rate for 
grain 1,800 tonnes p.h. with 2 belts serving 4 chutes. Storage capacity 
for grain 55,000 tonnes. Vegetable oil loaded at a rate of 300 tonnes p.h. 
Storage capacity 5,000 tonnes. 

Vicentin/Duperial Pier: Km. 442.5 Jointly owned by Vicentin to load grain 
and by-products and by Duperial to discharge sulphur. There are 4 
berthing dolphins and 2 mooring dolphins at each end. There is no 
restriction on length of vessel. 

Grain and by-products loaded by 3 chutes. Loading rate with 2 chutes 
is 1,200 tonnes p.h. for grain and 900 tonnes p.h. for by-products. 
Storage capacity 35,000 tonnes. 

Sulphur is discharged by ship's gear using grabs and conveyor belts 
to stockpile. Rate of discharge 300-500 tonnes p.h. Depth alongside 34 ft. 
Port Borghi: 

Sulfacid Wharf: Privately owned wharf for loading zinc, ores, sinters and 
sulphuric acid. Berth consists of 3 dolphins (6 m. x9 m.), giving an overall 
length of 60 m. Lines are run to mooring bollards on the shore and both 
anchors are used. There is a conveyor belt, rate 60-80 tonnes p.h. 
There is a fixed crane, so vessels have to shift to load into all hatches. 
MEDICAL: Attention available. 

STEVEDORES: Working hours — 0600/1200, 1200/1800, in ordinary 
time, and in overtime, if required, from 1800/2400, 0000/0600. 
FRESH WATER: Small quantities available; Masters are recommended 
to take elsewhere if possible. 

FUEL: Available. 

CONSULS: Consular clearances must be made at Rosario. 
REPAIRS: Small repairs attended to. It is also possible to bring 
specialists from Rosario if bigger jobs have to be handled. 
AUTHORITY: Administracion de los Puertos Parana Medio. 


SAN NICOLAS: 33.20 S. 60.13 W. (See Plan) 


Km. 343 — River Parana (Province of Santa Fe) “B" category port. 
N.B. Refer to beginning of ee and River Plate Ports. 

Also see “River Plate” — Shipmaster’s Report dated July/October 
1983. 

On the left bank of the Parana River, from seaward, below Rosario, 
and 188 miles (via Martin Garcia) by river from Buenos Aires. 
APPROACHES: Between San Nicolas and Rosario are the “Paso 
Paraguayo” and “Abajo Yaguaron” passes, and below San Nicolas, 
apart from Martin Garcia, the “Tonelero” and “Las Hermanas” passes. 

The old-time characteristic of a grain port has been submerged in the 
industrial complex which has grown up around the steel mill, but grain 
is still shipped here. 

The entrance channel to the port from the river is kept dredged to 
24 ft. 6 in. at zero. 

Lied Compulsory. 6 hours’ notice required to bring Pilot from 

‘osario. 

MAX. SIZE: Draft up to 24 ft. depending on river conditions. 

August 1988: Max. sailing draft San Nicolas to San Pedro 28 ft. 
RADIO: Use LSQ 38, Rosario, on 477 kHz A1. 

TUGS: None needed at the New Port or Buitagro berths, as vessels 
enter bow upstream, and the current is strong enough to turn them on 
leaving. Only in the event of high winds should tugs be ordered from 
Villa Constitucion. Also see “General” before first port. 

BERTHS: Customs Whart: Consists of a 537 m. long berth, with depth 
29 ft. There are no sheds on the dockside, but one railway line exists, 
and there are 7 portal cranes (4x20 tons and 3X27 tons). 

General cargo and bulk cargoes loaded and unloaded. Grain by- 
products loaded by portable conveyor at 3,000 — 4,000 tonnes per day. 
Grabs are used for discharging scrap iron and loading petroleum coke. 

There is a pipeline for loading alcohol at 250 tonnes per hour from 
storage tanks with capacity 21,000 tons. 

2x30 tons and 1x70 tons mobile cranes available. 

New Port Administration and Naval Prefecture offices have been 
installed on the cliff above the berth. Agency offices are in the old town. 
Grain Berth: The Grain Board Elevator Berth is 220 m. in length and 
will accept vessels of 250 m. LOA. Depth alongside 30 ft. Rate of loading 
600 — 800 tonnes p.h. 

Power Plant: Length of wharf 200 m. Coal and oil discharged to power 
plant. 2x 16 ton cranes discharge coal at 250 tonnes per hour each to 
the belt and stockpile. 

1200 ton fixed crane, which can lift 140 tons out of a hatch, or 
180 tonnes from the deck. Max. outreach 25 m. 

Puerto Buitagro lies South of the Ramallo brook, and comes under the 
district of Ramallo, although administered by the San Nicolas port 
authorities. It handles all the movement of the State Steel Mill, Somisa, 
the capacity of which is presently being increased to produce 2,500,000 
tons of steel per year. 

Ing. Buitagro Commercial Wharf: 320 m. long, for movement of general 
cargo. It is 16 m. wide and has 1x30 ton crane and 2x15 ton cranes. 
Coal Wharf: This berth consists of 4 dolphins, 35 m. apart, with bollards 
on the 1st and 4th used mainly to discharge coal lightened to self- 
discharging barges from colliers in the roads in the River Plate. 

Ing. Buitagro Bulk Wharf: Total length of wharf 680 m. 

350 m. is for discharging bulk coal and mineral ores by grab from 
overhead cranes on rails. There are three overhead cranes (2 10 tons 


and 116 tons) and the rate of discharge for coal is 7,500 tons per day 
and for ore 10,000 tons per day. 

330 m. of the wharf is for self discharging vessels. 

Depth alongside the North end is approximately 30 ft. At the South 
end, the depth is less and requires regular dredging. 

Work is carried out in 3x8 hour shifts and Somisa employs all its own 
labour. 
MEDICAL: Doctor, hospital facilities available. 
DENSITY: Fresh water. 
FRESH WATER: Available at berths. 
FUEL: Available, but must be delivered from Buenos Aires, Campana 
or San Lorenzo by truck. 
CONSULS: None. 
REPAIRS: Possible. 


SAN PEDRO: 33.42 S. 59.39 W. (See Plan) 


Km. 277 — River Parana (Province of Buenos Aires) “B” category port. 
N.B. Refer to beginning of got ada and River Plate Ports. 

Also see “River Plate’ — Shipmaster’s Report dated July/October 
1983. 

On the left bank of the Parana River from seaward, below Rosario 
and 151 miles from Buenos Aires, by river. 

APPROACHES: There are no bars below this port, except Martin 
Garcia, and vessels can therefore load to the limits of either Martin 
Garcia or Mitre Channel at its maximum of 30 ft. 

The roads are 1,500 m. down-stream from the entrance channel. Also 
see “Berthing”. 

PILOTAGE: Compulsory. Pilot to be requested 6 hours in advance 
through Agent. Pilot comes from Rosario and boards in the roads. 
ANCHORAGE: Vessels can anchor if necessary about 500 m. from 
wharf. 

HEALTH: Free Pratique should be requested 24 hours in advance via 
Agents at Buenos Aires as there is no radio here and the Doctor must 
come from San Nicolas. 

RADIO: None; use Rosario LSQ 38, 477 kHz A1, or Buenos Aires. 
TUGS: See “General” before first port. 

BERTHING: Access channel from the roads is kept at over 32 ft. Draft 
in all the Overseas Basin is well beyond 30 ft., soundings taken in April 
1977 showing 45 ft. in the centre and a minimum of 28 ft. at plumb of 
the wharf (taken on a river height of 2.48 m.) the loading gallery, at 35 m. 
high, has 7 tubes, and an overall length of 110 m. Tube radius is 16 m., 
and extension to the telescopic arms is available. Vessels moor bows 
to the N.E., swinging in the basin East of the wharf, with a maximum 
turning length of 225 m., and turn on their engines, use of tugs not being 
necessary, since wind problems are minimal with the high cliff close in. 

Vessels moor port side to with three lines from the bow, two astern 
and two springs from midships aft. Max. LOA 225 m. Maximum beam 
is 32 m. Air draft 18 m. Depth alongside 30 ft. 

Elevator capacity is 7,000 tons in one, plus 24,000 tons in a second 
elevator which came into use in early 1978, and another 90,000 tons in 
underground chambers connected by belts to the main elevator. At the 
moment only one belt is working, capacity 500/600 t.p.h. A second belt 
is to be installed with a similar capacity shortly. Hand trimmers are 
available if needed and there are also centrifugal trimmers for use on 
the tube. Any bagging needed must be done on board. 

By-products are also loaded over a second berth at the head of the 
wharf, 88 m. wide at this point, taking vessels of up to 150 m., shifting 
as needed. Loading is over portable conveyor belts, of which there are 
three in use, loading 40/50 t.p.h. each. The by-products are loaded ex- 
truck onto the conveyors, and can be stored in a shed on the main mole. 

There are no cranes or railway lines, in the port, the station being 
Pome 4 km. away, and the grain enters by truck from the large hinterland 
nearby. 

The coastal basin, N.W. from the main basin, can only take river 
barges, maximum depth being 11 ft., and some by-products enter there. 

Authorisation has been granted for a second grain berth to be installed 
on the South side of the overseas basin, which is 100 m. wide. This will 
be a privately owned berth, with elevators for 150,000 tons, and an 
estimated yearly tonnage of 500,000 tons. 

MEDICAL: All medical assistance can be obtained. Hospital. 
DENSITY: Fresh water. 

FRESH WATER: Available at the berths. 

FUEL: Not available. 

CONSULS: None; consular clearances effected at San Nicolas. 
REPAIRS: Minor repairs can be effected. 


SANTA FE: 31.40 S. 60.37 W. (See Plan) 


Km. 585 — River Parana (Province of Santa Fe) “B” category port. 
N.B. Refer to beginning of 3 fF and River Plate Ports. 
Bens see “River Plate’ — Shipmaster's Report dated July/October 
Situated on the Santa Fe river, a tributary of the Parana, 90 miles by 
river from Rosario and 312 miles from Buenos Aires (Via Martin Garcia) 
or 276 miles via Mitre Channel. 
APPROACHES: Entrance to the port is through an access channel, 
6,085 m. long, and with 23 ft. at zero. 


ARGENTINA 


On this section of the river, from Rosario to Santa Fe, vessels must 
keep 2 ft. under the keel if measuring less than 50 fiscal units, or 2 ft. 6 in. 
if over. This applies when the hydrometer at Santa Fe indicates over 
1.70 m. of water over zero. If the hydrometer measures less than 1.70 m. 
(5 ft. 7 in.) then vessels must have 2 ft. 6 in. and 3 ft. 6 in. respectively 
under the keel. 

PILOTAGE: Port Pilot comes aboard in the Parana, at the mouth of the 
entrance channel. 6 hours advance notice is required for the Pilot to be 
in position. 

ANCHORAGE: Although partially dredged in 1975, restrictions have not 
been lifted and vessels can only enter or sail between 0900 hrs. and 
1700 hrs., and if unable to enter within this period must wait in Diamante 
Roads (km. 533) and follow radio instructions from the Prefecture. If the 
Diamante Roads have already been passed, a vessel may lie below 
Punta Alvear, or eventually at km. 568 (Animas de Paracao) but must 
immediately notify the Santa Fe Prefecture. 

Vessels sailing must leave with sufficient margin to be able to pass 
“Los Pajaros” (km. 468/473) in daylight, and avoid anchoring in the 
sectors indicated above as reserved for Northbound vessels. 

Exceptionally vessels under 160 m. LOA may anchor in Diamante 
Roads, if they leave in daylight and arrive in the roads before sunset, 
and provided there is no other ship anchored there. These instructions 
apply under normal hydrological conditions, and with unusual changes 
in water depth may be changed by the Prefecture. 
SIGNALS: There is a signal station on the top of the tower of the new 
elevator (unit 1) in visual and radio contact with the control station tower 
at the river end of the access channel, where the signals are hoisted. 
It is also possible to observe movement in the roads from here. 

The signals in the entrance channel are: 
By day (shown at both ends of the access channel) 

White globe, 60 cm. diameter Channel free for overseas vessels. 

Red biconic mark Exit only for overseas vessels. 

Green cone Free movement of coastal vessels. 

Yellow cone Movement of coastal vessels 

allowed, but with precaution. 
By night (interior signal staff only) 

White flashes Entrance free for overseas 

vessels. 


Red flashes Exit free for overseas vessels. 

Green flashes Free movement for coastal 
vessels. 

Green and red flashes Coastal movement only with 
restrictions. 


Absence of signal — signifies port and channel closed. 

All vessels will await the corresponding signals, which can be asked 
for by whistling, repeating 1 long, 3 short, for overseas vessels, or 2 
short, 1 long, for coasters. 

Should the absence of signals be due to a failure of the system, 
instructions will be sent by the Authorities. 

NAVIGATION: /n the Channel: Maximum speed in the entrance channel 
is 5 knots, however, the Pilot can advise on other speeds. 

Movement by night is possible, but usually Pilots will not take a vessel 
out after 1500 hrs., since navigating the passes down river might oblige 
a vessel to lie in the roads, and turning there would require the use of 
2 tugs, it being easier to wait until through transit down stream is 
possible. 

During fog. Usual international precautions must be observed, but if the 
fog is very thick, entrance or departure of vessels is prohibited without 
special permission. There are no official statistics as to frequency of fog, 
but in the period May/August there may be 5 to 6 foggy days a month, 
and in the rest of the year one or two a month. 

HEALTH: As there is no radio station here, Master should radio Agents 
with the usual request for Free Pratique. 

RADIO: Regulations in this port state that Agents or Consignees must 
give written notice to the Port Authorities 24 hours before ETA, with 
details of vessel, cargo carried etc., or if in ballast, indicating for account 
of whom the vessel will load. 

ETA should be confirmed if there is any change, since the port Pilot 
and tugboat must be sent out to the main river to meet the vessel. This 
will also allow the preparation and presentation of the Notice of 
Readiness without delay. 

Radio LSQ 38, on 477 kHz A1, at Rosario, transmits river depth at 
1305 hrs. GMT. 

TUGS: 21,800 h.p. and 1600 h.p. One tug is required by all vessels 
over 20 Fiscal units and up to 165 m. LOA, with a second tug standing 
by at Km. 592 unless the Pilot calls for its services (high winds, etc.). 

Vessels over 165 m. will have a second tug standing by in the roads. 
Outbound vessels over 20 fiscal units will take two tugs, and let go the 
stern tug at Km. 592, the bow tug continuing until the roads are reached. 
However, if sailing from Basins 1 or 2 or the Terminal berth and with no 
other vessels in the way, one tug only may be taken, provided the wind 
is below 22 knots. 

Also see “General” before first port. 

BERTHS: The port is composed of four parts: 

Dock No. 1, with stone wharves, 564 m. frontage on the East and 672 m. 
on the Western side, 120 m. wide and well equipped with cranes, and 
sheds; 24 ft. at zero. 

Between Dock 1 and Dock 2, on the pierhead are tanks for vegetable 
oil, capacity 4,000 tons and pumping capacity 2/300 t.p.h. 

Dock No. 2 lies parallel to Dock 1, and has a piling frontage 900 m. long 
on the East, 720 m. on the West and 120 m. wide. 22 ft. at zero. 

Both docks are served by broad and narrow gauge railway lines. 
Derivation Channel. 2,178 m. long, lies to the West of Dock 2. It has 
open banks, with no stone or wooden frontage. There are a number of 
dolphins and mooring facilities. It is reserved for Inflammables and there 
are also two deposits for Quebracho logs and for bones. Although there 
are railway lines, there are no cranes or facilities for handling cargo. 
Vessels awaiting orders or effecting repairs can lie up in the Eastern 
side of the Channel, North of the Esso plant. Shell and YPF plants on 
the Western side, where vessels may take on bunkers. 
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Coastal Wharf. Concrete wharf, 810 m. long, lying between the West 
side of Dock 1 and the Elevator at Unit 1. It has 4 dolphins and can 
berth and work 2 vessels simultaneously in 24 ft. 

Allotment of berths. Allotted by the port by order of arrival. If berthing in 
the Derivation Channel, spars must be placed to fend the vessel off the 
bank, and an anchor may also be cast, but this must be done under the 
direction of the port Pilot. 

Loading Grain. There are 2 units, comprising 3 elevators in use. Unit 1 
on the South end of the West quay of Dock 1, next to the coastal section, 
can berth 2 vessels in 24 ft. The elevator has a capacity of 50,000 tons, 
and the loading gallery has 8 spouts with 3 belts, so that both vessels 
can operate simultaneously, although no more than 3 spouts can be in 
use together, with a load rate of 300 tons each, rising to 400 tons in 
favourable conditions, or when only 1 vessel is loading. 

Unit 2 is now composed of the ex-Bunge Elevator on the Northwest 
of Dock 2, capacity 12,000 tons, and with 6 tubes, loading 
simultaneously by 2 at a rate of 200t.p.h. each, and also of the De 
Ridder Elevator, on the S.W. side of the dock, capacity 6,000 tons, and 
with 2 tubes, capacity 200 t.p.h. each. 

STEVEDORES: Working hours: 0600 hrs. — 1800 hrs. on weekdays and 
0600 hrs. — 1200 hrs. on Saturdays. 

MEDICAL: Doctors and hospital facilities available. 

TANKERS: Berths owned by Esso, Shell, and YPF in Derivation 
Channel. 

FRESH WATER: From hydrants in Docks 1 and 2, or by tug in the 
Derivation Channel. 

FUEL: Available by truck. 

CONSULS: At Santa Fe the following countries are represented: Italy, 
Haye 8 Spain. Other consuls at Rosario and Buenos Aires. 
REPAIRS: Can be arranged. There are several tugs and lighters 
equipped to render assistance to vessels. 

CUSTOMS ALLOWANCES: For consumption on board each man 
allowed 40 to 60 cigarettes a day and 1 litre of spirits a week. 
AIRPORT: 17 km. from Santa Fe, regular flights to Buenos Aires and 
other Argentine cities. 

POLICE/FIRE/AMBULANCE: Police: Tel. 21141; Ambulance: 36220 
and 24687; Fire: 21212. 

TELEPHONES: On board connection is only made for naval vessels. 
SHORE LEAVE: Allowed, provided Crew members in possession of 
identification cards. 

AUTHORITY: Administracion de los Puertos Parana Medio. 


VILLA CONSTITUCION: 33.15 S. 60.17 W. (See Plan) 


Km. 365 — River Parana (Province of Santa Fe) “B” category port. 
N.B. Refer to beginning of Argentina and River Plate Ports. 

Also see “River Plate” — Shipmaster’s Report dated July/October 
1983. 

On the left bank of the River Parana from seaward, 25 miles below 
Rosario and 197 miles (via Martin Garcia) by river from Buenos Aires. 
PILOTAGE: Port Pilot compulsory. Order through Agent 6 hours prior 
to arrival. 

ANCHORAGE: Anchorage for 6 vessels between Km. 361.5 and 
Km. 363.5. 

MAX. SIZE: Up to 25 ft. draft dependi 
RADIO: Rosario LSQ 38, on 477 kHz 
TUGS: Vessels over 110 m. LOA must use 1 tug when entering, sailing 
or moving. If wind speed over 22 km.p.h. 2 tugs must be used. Tugs 
not required at Puerto Acevedo. Also see “General” before first port. 


om on river depths. 
, Al. 


BERTHS: Elevator Berth: Owned by the Grain Board. Length of pier 
175 m. Depth alongside 27 ft. The Northside Berth can accommodate 
vessels of 230 m. LOA but due to reach of spouts the South Berth 
accepts vessels of 180 m. LOA. Delivery is by a maximum 2 spouts at 
any time (1 spout to each berth or 2 spouts to one berth) at rate of 
350/450 tonnes p.h. per spout. Storage in vertical silos 55,000 tonnes 
and underground silos 155,000 tonnes. 

Coastal/Overseas Whart: Depth alongside 25 ft. Max. LOA 220 m. Grain 
and by-products loaded by portable conveyor belts at 150 tonnes per 
hour. Storage capacity 8,000 tonnes. 

Puerto Acevedo. Two km. South of Villa Constitucion is Acindar Mole, 
otherwise known as Puerto Acevedo, where a large steel mill is installed. 
The port is under the jurisdiction of Villa Constitucion and pending a 
definite resolution as to Villa Constitucion Roads, vessels awaiting berth 
anchor off the Acindar mole. 

The mole is 110 m. long by 34 m. wide, in 29 ft. and is used for the 
loading of steel products. It is fitted with 2x12 ton electric cranes on 
rails. Vessels of any length can moor, but must shift to present distant 
hatches. 

The new wharf with length of 170 m. and depth alongside 32 ft. is 
used for discharge of iron ore. 1x 10 ton overhead crane with grab, rate 
80 tonnes p.h. 

Port Pilot from Villa Constitucion attends here. Fresh water available 
by — hose, rate 15 t.p.h. Consult Agent before ordering tugs. 
MEDICAL: Doctor and hospital facilities available. 

FRESH WATER: Obtainable. (See above). 

FUEL: Not available. 

CONSULS: Consular despatches must be taken at Rosario. 
REPAIRS: Can be effected, if necessary bringing men and equipment 
from Rosario, or San Nicolas. 


ZARATE: 34.09 S. 59.05 W. (See Plan) 
aie Ca port. Province of Buenos Aires. 
Km. 108. Situated on the West bank of Parana River, 150 or 65 miles 


by river from Buenos Aires, and 5 miles upstream from Campana. 
N.B. Refer to beginning of iy! nda and River Plate Ports. 

Also see “River Plate” — Shipmaster’s Report dated July/October 

1983. 
MAX. SIZE: Up to 26 ft. depending on river depths. 
TUGS: See “General” before first port. 
BERTHING: The river here is wide and deep, but the old moles are no 
longer in use, having been silted up, with a maximum of 10 ft. at the 
National Mole. With the opening in 1978 of the rail road bridge over both 
branches of the Parana (de las Palmas and Guazu) to the Entre Rios 
Province the rail ferry has been closed down, and there is no sign of 
Ruy new port works being undertaken here. 

he Naval Prefecture at Zarate remains in charge of transit under the 
bridges and Pilots must maintain VHF contact with Zarate while in this 
zone (Channel 14). (LSO 23) Vessels not carrying VHF must use 
medium wave. 
Shipmaster's Report: July 1983. 

The river at Zarate is wide and deep but the 8 old wharves are no 
longer used by oceangoing vessels and have silted up to depths of 10 ft. 
or less. 

MEDICAL: Doctor and hospital facilities available. 

TANKERS: Navipar Oi! Terminal: See “River Plate” — “Shipmaster's 
Report” dated September 1986. 

FRESH WATER: Available. 

FUEL: Not available. 

CONSULS: Italy is represented locally. All other consuls at Buenos 
Aires. 

REPAIRS: Small repairs can be effected. 


Ill. SOUTH ATLANTIC PORTS 
Bahia Blanca Galvan Puerto Deseado Punta Colorado Rio Grande 
Caleta Cordova Ing. White Puerto Madryn Punta Medanos San Antonio Este 
Caleta Olivares Mar del Plata Puerto Rosales Punta Quilla San Julian 
Caleta Olivia Necochea Punta Ancla Quequen San Sebastian 
Comodoro Rivadavia Puerto Belgrano Punta Ciguena Rio Gallegos Ushuaia 
Distance Table 
Montevideo and Buenos Aires to Ushuaia and intermediate ports 
Nautical miles 
Recalada Practicos 
5 La Plata 
Montevideo 16 ; A 
Recalada Practicos 118 102 'nterseccion Practicos 
Buenos Aires 
La Plata 108 92 10 Mar del Plat 
Interseccion Practicos 128 112 30 20 an N hk Q 
Buenos Aires 206 190 292 302 302 eee y Pane 
Mar del Plata 279 263 965 365 375 73 ee ee Whi 
Necochea y Quequen 452 436 538 528 548 246 173 ("9° oa tne 
Arroyo Pareja 466 450 552 542 562 260 187 14 an ame 
Ingeniero White 626 610 712 702 722 434 361 280 294 OOD a davia 
San Antonio 671 655 757 747 767 479 405 316 330 227 oe berry 
Madryn 850 834 937 927 947 658 584 500 514 411 274 ‘ese iadinen 
Comodoro Rivadavia 891 875 978 968 988 700 642 568 582 473 345 156 Santa Cruz 
Deseado 1015 999 1101 1091 1111 823 762 682 696 603 473 293 153 Gall s 
San Julian 1076 1060 1162 1152 1172 884 823 743 757 664 534 354 214 96 jg ea (ctinouse) 
Santa Cruz 1151 1135 1237 1227 1247 959 898 818 832 729 609 429 289 171 114 9 Ma he Straits 
Gallegos 1167 1151 1253 1243 1263 975 918 838 852 759 629 449 309 200 146 67 sag a 
Virgenes (Lighthouse) 1182 1166 1268 1258 1278 990 933 853 867 774 644 454 324 215 161 82 15 
Magellan Straits 1376 1360 1462 1452 1472 1184 1135 1808 1094 1009 875 703 564 487 450 390 333 315 
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BAHIA BLANCA: 38.47 S. 62.16 W. (See Plan) 


(Incl. Galvan, Ingeniero White, Puerto Belgrano, Puerto Rosales, 
Punta Ancla and Punta Ciguena.) 

(Province of Buenos Aires) “B" category port. 

Also see “River Plate” — Shipmaster’s Report dated July/October 
1983. 

N.B. Refer to Argentina, Section |. 
PORT LIMITS: Berthing priority is fixed when vessel arrives at No. 11 
Buoy in the channel entrance. 

Final berthing marks the commencement of time authorised for 
loading and/or discharging. 
DOCUMENTS: Required 

Registration Certificate. 

International Tonnage Certificate. 

International Freeboard Certificate. 

International Safety Certificates. 

General Declaration, Crew List and List of Passengers (signed by the 

Master). 

Sailing Clearance Certificate from port of origin or from last port of 

call, whichever the case may be. 
APPROACHES /PILOTAGE: Entrance Channel. Commences at Rincon 
Light Buoy, which is a whistling Buoy, fitted with radar reflectors and is 
stationed some 17 miles S.S.W. from the Recalada Lighthouse. It is a 
large Buoy, painted with black and white vertical stripes, it can shift or 
be extinguished, being rather exposed. In case of doubt vessels are 
recommended to sound and stay outside the 10 fathom line until daylight 
or fog has cleared. Pilots must be requested 24 hours in advance. See 
“VHF”. 

From this Buoy vessels must proceed past Buoys 1 to 10, and the 
Bay Pilot comes aboard near Buoy 11 (39° 05’ S. and 61° 48’ W.). There 
is no pilot ship on station, and vessels arriving at this point after sunset 
must stand off until daybreak, unless a Pilot has been ordered and is 
approaching, when vessels can anchor and wait near Buoy 11. To avoid 
delay and waiting time, Masters should keep Agents well advised by 
radio to station LPW 2, which listens from 0700 to 2400 hrs. on 500 kHz. 
from 19 to 25 minutes past each hour, every hour. As the coast is shallow 
here, with South or East winds it is advisable to stand well off at night 
as there is also a tidal current favoured by these winds. 

Locations where the Pilot can be taken on board are: Buoy 11, Buoy 
22 and exceptionally Buoy 1 (at Master’s request). 

Pilot vessels intended for this service are: Launch “Skipper” — length 
18.40 m., beam 5.6 m., depth 2.60 m., 85 h.p. engine, capacity 10 
persons, steel hull; Launch “Carumbe” — length 18.6 m., beam 3.6 m., 
depth 1.20m., 105 h.p. engine, capacity 10 persons, wooden hull; 
Launch “Alo” — length 10.46 m., beam 2.71 m., depth 1.74 m., 105 h.p. 
ene: capacity 10 persons, wooden hull. 

he Bay Pilot takes the vessel to the Bahia Blanca roads, which 
commence for Ing. White and Puerto Nacional between Naposta Brook 
and the South Elevator. For Galvan he takes the vessel as far as the 
South Elevator. At either of these points the port Pilot comes aboard for 
actual berthing operations. 

Vessels bound for Punta Ciguena, Punta Ancla, Rosales or Puerto 
Belgrano, take on their port Pilot (ordered in advance through the Agents 
by radio), at Buoy 17. 

In the access channel the following regulations must be observed: 

(a) in the areas included between the pairs of Buoys 07-08, 12-16, 
and 26-29, it is prohibited to approach or cross in front of any vessel 
which because of its draft has to remain in the centre of the channel, 
such vessels always having priority. 

(b) in the event of two vessels meeting whose drafts do not permit 
them to depart from the centre of the channel, the vessel leaving port 
has priority, the vessel entering having to effect such necessary 
manoeuvres so as to not interrupt its navigation. 

The access channel is 180 m. wide and is marked with light buoys, 
which permits navigation by night. Between Buoys 12-16 the depth is 
30 ft. and in the access channel to port Ingeniero White, between pairs 
of Buoys 24 and 29, the depth is 33 ft. with a width of 170 m. The 
maximum draft for vessels navigating the channel is 38 ft. 6 in., and 
dredging operations are in hand to bring the depth to 40 ft. at LW. 

Buoys 01, 02, 03, 04, 05, 06, 09, 18, 19, 20 and 21 are mid-channel, 
and all illuminated. There is a Degaussing Buoy between Nos. 18 and 
19, conical, painted blue and white checks. 

Also see “Developments”. 

Special warning. At very low neaps, and with strong North winds there 
may be up to 5 ft. less water than is shown on charts. 

Tidal range is 12.6 ft. at springs to 6.4 ft. at neaps, but as much as 19 ft. 
bench been observed with S.W. winds, whose action is similar to the Plate 
winds. 

Inner Roads. From Ing. White to Galvan there is room for two vessels 
drawing 32 ft. to anchor, as well as a number of vessels drawing 24 ft. 
The access channel to Galvan has been dredged to 32 ft. for the new 
Inflammable berths, and a turning basin 400 m. in diameter at 33 ft. 
dredged due South of Galvan pier. The Inflammable berths are at 40 ft. 


Report: November 1987. 
pte following telex was sent to a vessel by their local Agent. 

uote 
Bahia Blanca Pilot Service: 

Please note that pilot service at Bahia Blanca is very strict regarding 
compliance with regulations which refers to vessel's draft declaration. 

Shipping Agents must declare in writing on special form for request 
of pilots, vessel's draft forward and aft, as accurately as possible. 

Not more than one per cent of error is accepted. 

Should the difference between drafts declared by Agents when 
requesting pilots and the actual arrival/departing drafts of vessel be in 
pes one per cent, high fines will be imposed by Coast Guard (pilot 
service). 

Kindly acknowledge receipt. 
Unquote 


y foreign vessels. 


ARGENTINA 


Quote 

Bahia Blanca — Information — Important: 

Regulation No. 122/85 of Argentine Coast Guard addressed to all 
Shipping Agents. Free translation. 

We herewith request you to inform all vessels consigned to your 
agency, timely prior arrival to his port, that in accordance with Regulation 
O.M. 06/82 and Law 17.094, vessels must report when abeam of 
“Rincon” Light Buoy to Coast Station of Coast Guard “Bahia Blanca 
Prefectura Radio” L2N and L2H on Channel 12 and 14 respectively of 
VHF, the following details: 

(A) Name of vessel 

(B) Flag (Nationality) 

(C) Call Sign 

(D) LOA, Extreme Breadth, Draft, Speed 

(E) Origin 

Furthermore, and in addition to the aforegoing, vessels calling this 
port must be informed, regarding the obligation to anchor at Buoy 4 and 
await the authorisation of the Naval Authority to anchor at Zone “Alpha” 
and/or “Bravo” according possibilities. 

Please note, that the non-compliance of above mentioned Regulations 
will place the Masters of the vessels and/or their representatives in a 
position to be fined in line with these regulations. 

Unquote 
Es Please note FYG, Zone Alpha refers to Buoy 11 and Zone Bravo to 

uoy 17. 

ANCHORAGE: Anchorage for merchant vessels: Buoy 11, 7. The 
anchorage area has been rendered suitable for merchant vessels. This 
area is limited by six lit (white) buoys which mark a zone approx. 6 miles 
by 1.6 miles. Depth of water in the area is 10.5 m. 

Punta Ancla Oil Loading Point: Constituted by a revolving buoy of the 
“Swedish” type, situated 1.25 miles to the East of the mid-channel buoy 
No. 9. It is recommended that vessels do not navigate in this area nor 
anchor to the North of the axis of the channel. 

Punta Ciguena Oil Loading Point: One mile to the South of Punta 
Ciguena is the oil loading point; its alignment for anchorage is 
036.7° formed by the front and rear buoys. 

Ingeniero White Roads: The port roads are considered to be from the 
mouth of the Naposta stream to the front of the Ingeniero White South 
Elevators Quays, and roads “B” as far as the quays of Puerto Galvan. 
At high tide, the banks cannot be seen. 

RESTRICTIONS: Port is experiencing silting therefore depths should be 
checked prior to arrival/fixture. Long delays may be expected. 

Also see “Developments”. 

Puerto Galvan: Night entries are not authorised, sailings being subject 
to favourable weather conditions. 

Shipmasters’ Report: 1979. 

The Port Authority will not allow vessels with a list to sail. 

MAX. SIZE: Entry into the port is allowed for vessels up to 230 m. LOA 
with a keel clearance of 1 ft.; in the access channels the safety margin 
is 2.5 ft. In accordance with the current dredging conditions, this allows 
operation with 34 ft. 9 in. draft. (38 ft. 06 in. reported in January 1988). 
HEALTH: It is necessary to present: Crew List, Derat Certificate and 
Inspection Certificate of Maritime Health. 

The Ship's Agent carries out all orders for obtaining free pratique. The 
health inspection takes place normally at the mooring berth, and is 
effected by the doctor who comes on board. Notice must be given 24 
hours in advance of ETA, with indication of the port from which the 
vessel has recently left together with any intermediate ports of call. 
Likewise, an indication must be given of any illness on board, particularly 
anything of an abnormal nature. 

The Master of the vessel must indicate the number of crew members, 
passengers if any, and the non-existence of “plague” diseases: Cholera, 
Yellow Fever, Exanthematous Typhus, Recurrent Fever and Bubonic 
Plague. Also there is a requirement for declaration that there is no 
transmittable illness on board. 

RADIO: LPW 2 on 500 kHz. A2, working frequency 431.5 or, LPW 45 
on 4415.8. A3. 

For weather forecasts in English, use either Radio Pacheco at Buenos 
Aires LPD 5 on 512 kHz. A2, or Radio Comodoro Rivadavia LPX 2 on 
474 kHz. A2. 

VHF: Pilots now use VHF, and Channel 12 is set as a “listening channel’ 
during transit of the entrance and the Naval Base at Belgrano acts as 
receiver/repeater. 

Channel 8 is kept for manoeuvring in port, after contacting tugs and 
walkie-talkies are used by Pilots and tugs in this band. 

Any “bridge to bridge” communications will use Channel 6, returning 
later to Channel 12. 

Channel 9 is reserved for oil tankers for Punta Ancla or Punta Ciguena. 

Channel 4 is reserved for Navy use in the Navy Base, but may be 
used in emergency. 

RADAR: No service available. 

TUGS: No tugs are required at Punta Ancla or Punta Ciguena. For 
Rosales and Puerto Belgrano tugs are requested from the Naval Base 
at Puerto Belgrano, and make contact between buoys 24 and 25. 

For the other ports (White, etc.) tugs come alongside in the anteport, 
where the port Pilot boards. 

Argentine vessels are berthed by the Bay Pilot at any of the berths, 
but foreign flag vessels take a Port Pilot, who comes on board at the 
Inner roads on one of the tugs, regulations for which are as follows: 

Vessels over 3,000 tons gross require 2 tugs, those from 500 to 
3,000 tons, 1 tug, and under 500 tons none. 

For the Iron mole, vessels up to 10,000 tons do not need a tug, from 
10,000 to 15,000 gross, 1 tug and over 15,000 tons 2 tugs. 

For Puerto Galvan, vessels over 3,000 tons gross take 2 tugs on 
entering, and one on leaving provided they berth bows outwards, 
otherwise they need 2 tugs. Between 1,000 and 3,000 tons, vessels 
take 1 tug when entering and leaving if they berth bow inwards. If 
mooring bow outwards they must take 2 tugs on berthing, but require 
none on leaving. 
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These rules are for normal weather conditions. Masters can ask for 
more tugs, or alternatively not pass cables to the tugs if this could be 
dangerous to the vessel or tugs, but in this case, tugs must accompany 
the vessel during the manoeuvre to act in emergency. 

BERTHS: N.B. one must give 5 days’ advance Notice of Arrival of 
vessels to the Authorities, and check this with 48 hours confirmation of 
arrival. Tankers are exempt from this rule but must confirm arrival time 
at Buoy No. 4, 48 hours in advance. Precedence for berthing granted 
in accordance with arrival at Buoy 11 at the entrance channel. All 
requests for free pratique by radio are made in the usual manner to 
Agents, with 12 hours advance notice. 

The ports in the Bahia Blanca area are, from East to West: 


Punta Ciguena ; 
adjacent to each other between buoys 21 and 
Puerto Rosales 22 of the access channel. 


Puerto Belgrano 
Ingeniero White approx. 14 miles West of Puerto Belgrano. 
Puerto Galvan approx. 2 miles West of Ing. White. 


Punta Ciguena and Punta Ancia 

At Punta Ancla (near Buoy 21) there is a SBM in 60 ft. depth. The 
buoy is 2,000 m. offshore. The size of tanker is governed by the depth 
in the access channel of 38 ft. 6 in. The oil is pumped to tanks 10 miles 
away at about 3,000 cu.m.p.h. The tanker is connected to 2 12 in. lines. 

At Punta Ciguena (Buoy 22) there is also a similar SBM. 

Puerto Rosales 

Puerto Rosales is a port used by launches servicing ships anchored 
in the roads for crew changes, provisioning, repairs, etc. YPF, in 
particular, use it in support of their tankers. 

Puerto Belgrano (Naval Base) 

The entrance channel, 2 miles West of Punta Ciguena buoys, is 
1.7 miles long, 150 m. wide and dredged to 30 ft. at zero. 

Being a Naval base, care must be taken to observe regulations. In 
daytime signals are hoisted at the head of Mole C, and at night lights 
are shown at a height of 34.5 m. from the signal station, being visible 
for ten miles. A strong green iight prohibits entry, and a white light above 
green prohibits sailing from the port. Two green lights, vertical, both 
entry and leaving prohibited. 

Gunnery Exercises. Captains are warned that in order to avoid any 
danger, the greatest care should be taken when navigating or anchoring 
in the security zone, between the coast and an imaginary broken line 
which passes through the following: 

(A) Lat. 39° 00’ 01” S. Long. 61° 37’ 01” W. 

(B) Lat. 39° 05' 02” S. Long. 61° 40’ 01” W. 

(C) Lat. 39° 02’ 05” S. Long. 61° 47’ 09” W. 

(D) Lat. 38° 58’ 02” S. Long. 61° 51’ 00" W. 

Danger Zone. Situation Lat. 38° 53’ S., Long. 62° 06’ W. (approx.). 

During gun practice at the Naval Base of Puerto Belgrano, navigation 
is prohibited in the circular area of 180° from the central point of the 
Signal Station which extends from 152° to 332°. The boundary of this 
area passes 9 miles off the Signal Station. 

While gun firing is being carried out, the Signal Station will hoist during 
the day 2 “B” flags of the International Code on the same yard-arm. 
This signal will be hoisted half an hour before practice commences and 
will be furled when firing ceases. 

At night the signals will be substituted by 3 vertical lights, the top one, 
red, and the following two, white. In addition a searchlight will sweep 
the zone every 15 minutes, casting a beam of 3 minutes duration. 

The Prefecture of Ingeniero White will notify all ships in good time of 
the expected hour and date on which firing practice will commence. 

Should exercises not commence on the date and hour fixed for same, 
the fire signal will be hoisted half an hour before the appointed time, 
and on the other yard-arm, the flag “N” (negative of the International 
Code). These signals will be shown for half an hour from the time they 
are hoisted. 

During exercises, the firing intervals will be signalled in the following 
form: during day, by hoisting “N” flag, and at night by 2 vertical lights; 
the top one white, and the bottom one, green. 

Ingeniero White (See Plan) 

Berths 1, 2, 3 and 4: Reserved for auxiliary vessels. 

Berths 5 and 6: Assigned for loading cereals, length 300 m., dredged 
to 29 ft. Berth has 12 tubes and 2 belts of 480 t.p.h. capacity. Max. LOA 
230 m. Max. sailing draft 37 ft. 06 in. 

Berths 7 and 8: Same as Berths 5 and 6. Max. LOA 200 m. Max. sailing 
draft 36 ft. 06 in. 

Berth 9: Assigned for loading cereals. Possibly general cargo using 
ship's derricks. Length 234 m., dredged to 40 ft. Berth has 5 tubes with 


a total capacity of 1,000 t.p.h. Max. LOA 230 m. Max. sailing draft 38 ft. 


Also see “Shipmaster’s Report” dated February 1988. 
DEBA Wharf: Berth for discharging coai to power station. Since accident 
at No. 9, the berth has been used for loading grain from trucks. There 
are 4 travelling gantries on rails, each with a belt and chute and a rate 


of 150 t.p.h., giving a max. rate of 600 t.p.h. Max. sailing draft 38 ft. 06 in. 


Iron Quay: Being dismantled. 

Berth 10: Out of service. 

General Cargo Quay, Berths 17, 18 and 19: With a total length of 430 m., 
Depth 20 ft. Has 4 cranes of 1,500 kgs. capacity. 

Berth 20: Length 211 m., and dredged to 25 ft. (5 m. from the quay). 
Berth has 4 cranes of 3 tons capacity. On these quays there is a useful 
wore width of 25 m. on which it is possible to work with wagons and 
lorries. 


Shipmaster’s Report: February 1982. 
Ingeneiro White Elevators: 
Documents: 6 Crew Lists. 
Approaches & Pilotage: The line of buoys from the Rincon Light Buoy 
No. 1 cannot be relied upon and a vessel should remain to the South 
by some miles as the weather is frequently altering the relative positions 
while shoaling at No. 5 is considerable. 

The Outer Bar between the No. 7 and 8 pairs is shoaling from the 
West but if the tide is low or falling after half tide, it is worth trying to 
call Bahia Blanca Pilots on Channel 16 VHF for advice on the relative 
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depths prevailing. This bar is not dredged with any regularity and 

soundings are taken less frequently than with the Canal Principal, hence 

a vessel entering to anchor with a deep draft from loading “up coast” 

is cautioned regarding the “alleged” 10 m. prevailing. 

The anchorage is not good, being of uncertain bottom nature and 
dragging is frequent. There is more space near to Buoy 11, the position 
of which has been altered, but the strongest winds are from the South 
and South West hence any dragging leaves little margin if in this section. 
a Pilotage is available from Buoy 6 at DOUBLE fees for both boat and 

ilot. 

The pilot launch is a large black high speed launch with white 
wheelhouse and “Prefecturar” in white on the starboard side “Praticos” 
on port side. The Pilots usually give a call when leaving their base at 
Puerto Rosales thus affording about 1 hour's warning. The Pilot 
messages are also sent from the Puerto Rosales Control Centre of the 
Prefecturar or Coast Guard who will supply the Pilot with tidal information 
obtained from the radio connected gauge to the East of the Outer Bar 
and showing a green light. This is essential as, despite the large modern 
dredger operating almost exclusively in the Canal Principal, there are 
depths well under the 10 m. claimed, especially near Buoy 13 Red and 
between 13 and 14 on the East side of the channel where the movement 
of the bank is not yet controlled. 

It is planned to dredge a new channel directly towards Rincon Buoy 
but parallel to the coast to the East of the inner buoyed anchorage, but 
this is only now being subjected to surveys for assessing the dredging. 

The buoyed channel from Belgrano inwards to the elevators is subject 
to problems as the buoys shift their positions and dredging has to be 
frequent to be effective throughout yet the loading berths are reported 
to require little work to keep their 30 ft. depth. 

Stevedores: An 18 hour day can be worked. 

Puerto Galvan (See Plan) 

Berth 1: Assigned for general cargo, with a length of 150m., and 

dredged to 25 ft. No cranes. 

Berth 2/3: Length of 270 m., and dredged to 25 ft. Berth has an elevator 

for loading oil-seed by-products, rate 800 t.p.h. Vegetable oil loaded by 

pipeline at 450 t.p.h. Max. LOA 225 m. 

Berth 5: Assigned to general cargo, with a length of 150 m., and dredged 

to 29 ft. Berth has 2 modern cranes with a capacity of 35 tons at 16 m. 

radius, and 20 tons at a 27 m. radius. Containers handled. 

Berth 6: Assigned to general cargo, with a length of 115 m., and dredged 

to 25 ft. No cranes. 

Berths 7, 8, 9 and 10: Assigned to auxiliary craft and possibly general 

cargo for small craft with lengths of 60 to 65 m., dredged to between 

15 ft. and 20 ft. 

inflammable Quay: 2 berthing fronts of 370.80 m. each, dredged to 40 ft. 

Each berth has a platform of 30.80 m. length and 20.80 m. width. 

Berth No. 1 is intended for oil and its derivates, and Berth No. 2 for LPG 

and petrochemical products. Minimum LOA permissible is 110 m. 

CRANES: The Puerto Belgrano Naval Base has a floating crane of 

50 ton acity, which can be hired. Also see “Berthing”’. 

SPECIAL CARGO HANDLING FACILITIES: The cranes located at 

Berth 5 of Puerto Galvan are suitable for handling small containers and 

have grabs of 8 cu.m. capacity for operation with bulk cargo (minerals, 

by-products, etc.). 

The port has mobile cranes of up to 45 tons capacity. The stevedoring 
companies have vehicles with automatic elevators and various 
equipment basically suited for loading boxes of fruit, loading and 
discharge of boxes of frozen fish, etc. There are no special facilities for 
Ro/Ro traffic. The elevator quays have special installations for bulk 
loading of cereals. 

BRIDGES: There are no bridges in the access channel or in the port. 

STEVEDORES: Permanent stevedores available, no prior advice being 

required for their availability. The vessel requiring labour must present 

their order 45 minutes prior to the contracting time to the Port Captaincy 
at the Contracting Centre. 

Contracting times are 0630, 0930, 1230, 1530 and 1830 hrs. (on this 
shift contracting is also made for night working). 

The usual working period is from 0700 to 1900 hrs. from Monday to 
Friday, and from 0700 to 1300 hrs. on Saturday. Nevertheless, it is 
possible to operate 24 hours a day, including Sundays and Holidays, 
but premium rates for this will apply. 

MEDICAL: All kinds of medical treatment are available, there being 

various state and private hospitals. For very specialised treatment, in 

extreme cases, evacuation to the city of Buenos Aires is possible. 

TANKERS: See “Berthing” — Punta Ciguena and Punta Anclia. 

DRY DOCKS: Capacity of the dry docks are: 

No. 1 215m. LOA, width on the sill 22.12 m. or at 34 ft. above the sill, 
26.25 m. 

No. 2 235.45 m. LOA, afloat, or 205 m. closed there is also a floating 
dock for smaller vessels 65.8 m. LOA, beam 13.46 m., capacity 
up to 750 tons. 

The dry docks are located at the Puerto Belgrano Naval Base, and 
vessels of the Argentinian Navy have priority of usage. 

SURVEYORS: American Bureau, Norske Veritas, Bureau Veritas, 

Lloyds (insurance only). 

HATCHES: Work on deck is prepared by the stevedores during working 

hours. Preparation of the gangway to be effected by the ship's crew. 

Stevedores only will close and open hatches with mechanical means. 

Covered ways will be closed and opened by the stevedores. 

LOAD-LINE: Vessels North- or East-bound may load to Summer Marks 

all year round. 

WEATHER: Average velocity of winds is 11 knots, direction North and 

N.E. 30%, and West and N.W. 32%. 

Rainfall averages 558 mm., with July/August the driest months. 

Maximum temperature in Summer about 31°C, with an absolute 
maximum of 42.5°C, and a minimum of about 15°C. In Winter, 
maximum of about 15°C, average minimum 3.5°C, and absolute 
minimum minus 8.8° C. 

DENSITY: 1025. 


FRESH WATER: Available at any berth at Ing. White, Galvan and Puerto 
pay at 10 t.p.h. and by barge at anchor (capacity 350 tons). 
FUEL: All grades available ex-wharf or by barge. 

GANGWAY/DECK WATCHMEN: Vessels Agent must ask Port 
Authority for watchman. 

FIRE PRECAUTIONS: Tankers, during loading or discharge operations, 
whether in port, in the roads, at loading points or to other vessels, will 
comply with the following requirements: 

All conduits for loading or discharge of hydrocarbon oils which are 
land-based for connection to a tanker vessel, must have insulated 
installations, or, in the absence of same, non-conductive hoses must be 
used in such a way as to constitute an insulating circuit between the 
main pipeline and the connecting flange with the ship. 

Pipelines carrying hydrocarbon oils, converging on the quay, must be 
earthed in an effective manner, in the immediate section adjacent to the 
existing insulating flange on the quay or in the section of hose which is 
not electrically conductive. 

In the event of pipe-lines being used with cathodic protection 
connected to the vessel with non-conductive loading hoses, insulating 
flanges must be fitted at their ends. If the pipeline does not have cathodic 
protection, it must be earthed conventionally. 

At the commencement of and during operations, tankers must fly the 
“B" flag during hours of sunlight and during the rest of the day a red 
light in adequate safety conditions. 

It is necessary to check that the connecting hoses for loading and 
discharge operations are in good condition, do not show any cracks or 
any signs of deterioration. 

It is necessary to check that the connecting flanges, when they are 
bolt-connected, are fixed with all the bolts which they require, and when 
they are of another type, they must fulfil also the maximum requirements 
of mechanical efficiency for prevention of oil leaks. 

Beneath each of the connecting flanges must be installed drip trays 
to prevent product reaching the water or the quay; in the same context, 
all loading deck scuppers must be blocked. 

Loading hoses must be installed in such a way that there are no sharp 
bends nor sudden changes of direction. In the event that the hoses have 
to rest on sharp edges, adequate protection must be used, to prevent 
any possibility of wear. 

In the event of excessive movement in the berthing area, either during 
bad weather or due to the manoeuvring of an adjacent vessel, pumping 
of the product must be stopped. Likewise, if there is any untoward 
occurrence, such as fire or explosion on the quay or in the quay safety 
area, on adjacent vessels, or in the event of electric storms of great 
intensity, or if leakage of the product is observed, pumping must be 
stopped. 

In the event of operations at loading points with long pipe-lines 
connected to the land, approved communication systems must be used 
between vessel and the shore to permit the need to stop operations 
immediately in the event of damage to the pipe-line or any other 
untoward occurrence. 

Whenever it may be necessary to keep open any observation cover 
of a tank the flame prevention fabric must be positioned. 

Constant vigilance must be maintained at the access to the vessel 
and on deck to prevent the entry of unauthorised persons. 

With the exception of very high frequency equipment, which are safe 
for use, the vessel's radio/electrical equipment must not be used, the 
wireless room being sealed. 

Loading and discharge of tanks must be effected solely by the 
corresponding pipe-line, the usage of the integral outlets of the tanks 
being prohibited. 

Double berthing of vessels is not permitted, unless they are carrying 
out operations of lightening, repairs or in the event of emergency. 

A foam extinguisher must be placed next to the connecting flange of 
a hose, and the fire pump must be maintained operational, except where 
the latter incorporates a remote control system which is approved. 

The hose at the loading point and on the main deck must have a 
proper sealing joint in its unions. 

The sealed doors on the main deck must remain closed. 

Tankers effecting operations between one another, in the roads or at 
suitable anchorages, must have main engines ready to manoeuvre at 
all times; likewise, the necessary personnel for operations of anchors, 
chains and mooring equipment. 

Masters or Owners are obliged to order cessation of any operation, 
and to request, if necessary, the collaboration of the Maritime Authorities, 
whenever at the operations quay or in its safety area, in the vessel 
operating under their control, the requisite safety stipulations are not 
being met. 

During degassing operations, those involved with cleaning, repairs 
and maintenance, tankers must comply as follows: during degassing 
operations, no passengers or other unauthorised persons must be on 
board the vessel. 

Whilst gasses are being liberated during the degassing process, the 
use of galleys must be reduced to a minimum, and open flame burners 
must be sealed, except boilers and heaters. Under the same 
circumstances, openings to quarters on deck must be kept closed, so 
as to obviate any contamination, and smoking must not be permitted 
anywhere in the vessel. 

meer must not be lit up, and the combustion pattern must not be 
altered. 

On decks no rags, or absorbent material impregnated with fuel may 
be deposited. Such material must be placed in adequate receptacles, 
with covers, for transporting away from the vessel. 

When opening covers, and parts of them have to be struck, only anti- 
spark tools must be used. 

Tankers effecting minor repairs, which do not involve cutting or 
welding of metals but cause sparks or other risky operations of a similar 
nature, must carry out such work only at the quays in the oil area 
appropriately equipped, or outside the oil area. When work of a greater 
magnitude is carried out, this cannot be effected at the special quays, 
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except where reasons of emergency dictate, and in any case only after 
prior permission has been obtained from the Prefecture. 

All degassing operations or opening of tanks not certified as being 
gas-free are prohibited in the ports, docks, breakwaters, piers or quays 
intended for operation with combustible or inflammable products or 
hydrocarbon derivates. 

The tasks of washing or cleaning of tanks in port, docks, breakwaters, 
piers or quays intended for operation with combustible or inflammable 
products or hydrocarbon derivates may only be effected when a 
Certificate for Safety of Work has been issued. 

Cleaning or degassing of tanks is prohibited in vessels carrying out 
movement operations of combustible or inflammable products which are 
hydrocarbon derivates in ports, docks, breakwaters, piers or quays. 
CONSULS: Belgium, Chile, Denmark, Greece, Italy, Netherlands, 
Norway, Peru, Portugal, Spain, Sweden. 

REPAIRS: All classes of repairs possible including dry-docking. 
CUSTOMS ALLOWANCES: 60 cigarettes and 1 litre of liquid per day. 
No cigarettes or alcohol may be taken ashore. 

REPATRIATION: Possible. 

AIRPORT: Regular air service with Argentine cities. 

TIME: GMT minus 3 hours. 

HOLIDAYS: (a) National holidays — January 1st, Good Friday, May 1st, 
May 25th, June 20th, July 9th, August 17th and December 25th. 

(b) Not worked — Holy Thursday — December 8th. Nevertheless, the 
port can work; The stevedores receive an extra of 75% on their pay. 
POLICE/AMBULANCE/FIRE: Argentine Naval Prefecture is 
responsible for port safety, Tel: 71720/71727/71833. Ingeniero White 
Volunteer Fire Brigade, Tel: 70115. Ambulance of the Port and Maritime 
Chamber can be requested from the hospital at Ingeniero White, Tel: 


70267. 

TELEPHONES: There are no facilities for installation of telephones on 
vessels at the quay. The offices of Maritime Agents, stevedoring 
contractors and official bodies have telephones and telex. There are 
public telephones at the dock gates at Puerto Ingeniero White and 
Puerto Galvan. 

SERVICES: These can be obtained via private firms. 

SHORE LEAVE: No restrictions. 

IDENTITY CARDS: Seaman's Book is sufficient. 

REGULATIONS: 

a. Owners and Maritime Agents must communicate to the Port 
Captaincy and Port Administration the intention to position the vessel 
for loading and/or discharge five days in advance (exception to this is 
made for tankers and grain ships). 

b. ETA at Buoy 11 must be confirmed 48 hours in advance (including 
tankers and grain vessels), indicating overall length, estimated draft on 
arrival and departure, and type of operation to be effected, with 
specification of tons, packages or volumes to be loaded or discharged. 

c. At anchorage at Buoy 11 or on passing it, in the event of direct 
entry, ETA must be confirmed. This time gives the priority for entry, 
provided the previous communications have been made. 

d. Minimum quantities authorised for loading and discharge are: 

Cereals 10,000 tons per day 
Fruit 21,000 boxes per day 
Loading frozen fish 600 tons per day 
Discharge of frozen fish 200 tons per day 
Other cargoes: The Port Administration determines this in each 
individual case. 

e. These and other regulations with regard to the operations of loading 
and discharge, obligation to free quays, etc., are recorded in a Circular 
issued jointly by the Port Captaincy and the Port Administration. 
DELAYS: Normally, there are no delays in berthing of vessels, although 
occasionally during the peak period for cereal exports grain ships may 
be delayed. It can be considered that vessels load as quickly as they 
can receive if the cargo is if port. 

DEVELOPMENTS: With the dredging work already carried out in the 
entry channel, and that which is to be effected in the access to the 
elevators, it is expected that vessels of up to 40 ft. draft can operate. A 
study carried out under the auspices of the P.N.U.D. is on the point of 
being implemented, under which a notable improvement will be made 
in the loading conditions of cereals by means of the construction of a 
new elevator, remodelling those already in existence, construction of 
three quays in place of those already there, construction of waiting 
berths, etc. 

Note: The Approach Channel with 45 ft. depth from sea to the Pilot 
Station was opened in December 1991. 


SHIPMASTER’S REPORT: February 1988. 

The vessel arrived from the River Plate and anchored independently 
in anchorage “A”. Contact was made with Bahia Blanca Port Control 
(L2N) on VHF Channel 12 when passing El Rincon light buoy (Buoy 
No. 4) and again on anchoring. The Agent also checked the vessel's 
progress by their own VHF, and requested a telegram confirming time 
of anchoring. 

Anchorage “A” was occupied by 6 ships increasing to 8 ships soon 
after we arrived. Of these, 5 vessels were delayed by lack of cargo 
papers to load for the Middle East. Anchorage “B” held some 11 ships, 
but all were Argentine tankers and not part of the queue for the grain 
berths. 

After a 5 day wait, the vessel was ordered in for loading. Arriving off 
Ingeniero White about 2.5 hours before high water, swinging round to 
starboard without tugs, close above the first red beacon. The vessel 
waited with 2 lengths of cable in the water, making fast tugs during the 
interval. 

3 ship's lines required for the two-funnelled tug aft, and 2 lines required 
for the Japanese “duckpeller” type tug forward. This was reversed on 
departure, with the two-funnel tug forward. The vessel berthed stern first 
starboard side to Nos. 5/6 Berths at 0100 hrs. Inspection party of one 
man (Coast Guard) boarded. 
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Loading commenced at 0700 hrs. and continued until 2200 hrs. As 
No.7/8 was empty the ship had the use of 4 pipes for a while. Otherwise 
2 of the 12 pipes may be used. Loading rates varied but might average 
600 t.p.h. for two pipes. 

The depth in berth was found to be 25 ft. 03 in. on the fenders, and 
28 ft. when vessel slid some 8 ft. off the fenders during low tide. Work 
continues while the ship is aground. Half day worked on Saturday and 
no work on Sunday. 

It is the preferred practice that the vessel finished the cargo on the 
rising tide, after coming afloat so that draft and list can be checked. 

The departure draft is read by the Coast Guard, Harbour Pilot and 
River Pilot. It is illegal for a grain ship to sail with a list. The sailing draft 
had been 38 ft. 00 in. but reduced to 37 ft. 06 in. while negotiations were 
going on for 37 ft. 02 in. and later 36 ft. 06 in. The controlling bar being 
between Buoys No. 12 and 15, the dredger is out of use due to a broken 
cylinder block requiring a replacement from Europe. 

A new wharf has been built slightly downstream to service a power 
station, but has been equipped to load grain from road transport. The 
depth is said to be 39 ft. below chart datum. 

The No. 9 Berth silo has been damaged by a series of explosions 
and is out of use. Alternative arrangements have been made for a 
mixture of temporary towers and mobile conveyors to load grain from 
road transport. It is reported that this system has many problems and 
delays. Other than for ships over 220 m. it is possibly the last choice 
for loading from the 4 berths. 

Provisions were delivered alongside, but still with a Customs, 
stevedores and transport surcharge. A number of cases of vegetables 
were sent back as not being of adequate quality. The village of Ingeniero 
White is conveniently close by for personal shopping, shop hours being 
0800-1200 and 1600-2000 and banks, etc. from 0800-1300. 

The Argentine Press had reported that a contract was to be signed 
between the Argentine Government and a Russian consortium to dredge 
out and recondition the Port of Bahia Blanca. The figure of 45 ft. at high 
water was being discussed, but how far in the future and how long it 
would be sustainable, is unknown. 

On sailing at the beginning of neap tides, the vessel was anchored 
at Buoy 17, to await the next high water. Vessel then anchored again 
near Buoy 11 to await the next tide, after which the ship was able to 
proceed independently after reporting to VHF Channel 12 (L2N) to 
confirm that the tide had actually risen. 

A shortage of displacement compared with the stated loading figures 
was also experienced of about 2.5%. Though reported on the Saturday 
before sailing on the Monday, apparently there was no way of obtaining 
correction of blatant errors. All concerned were aware of the problems 
in the previous port of Rosario. 

The Approach buoys were in a mixed state, Buoys El Rincon to No. 4 
could be seen to be in a staggered line. Speed was restricted from Buoy 
No. 2 due to limited depth under keel. The direction from No. 4 to No. 
5 to No. 6 bent to the Southwest. The No. 7 port hand (black) buoy was 
missing. The No. 8 port hand (black) and No. 10 port hand appeared to 
be displaced Southward. No. 11 was missing, while an unknown rogue 
buoy was floating about to the Southwest of that position. 

No. 9 and No. 10 were believed to be extinguished. 


AUTHORITY: Capitan de Puerto Bahia Blanca. 


COMODORO RIVADAVIA: 45.51 S. 67.27 W. 


(Province of Chubut) “B” category port. 
N.B. Refer to Argentina, Section 1. 

On the San Jorge Gulf, 947 miles South of Buenos Aires. 
Saeeeen Compulsory. Pilot ordered by Agent 48 hours in advance 
of arrival. 

ANCHORAGE: Anchorage within the five or six fathom line offers little 
difficulty for regular work to lighters, but the reserved zone off the YPF 
Pier must be respected. 
RESTRICTIONS: Port should be entered at high water in daylight only. 
Tidal range from 19 ft. 6 in. to 7 ft. 4 in. 
— SIZE: Dry Cargo, Length 150 m., draft 15 ft. Tankers up to 30 ft. 
raft. 
RADIO: For radio regarding free pratique, or reporting ETA call LPX 2, 
on 474 kHz. This station transmits weather forecasts in English at 
0400 hrs. and 1800 hrs. GMT. 
TUGS: See “Genera|” before first port. 
BERTHS: The main part of the port consists of: 
National Wharf: At the end of the breakwater built over the Punta Borja 
reef, and still unfinished. It is L pr, presently 1,160 m. long with a 
depth of 17 ft. (Max. draft 15 ft. ). On the inner side the depth is 15 ft. 
The breakwater gives some protection from the S.W. and S.E. winds, 
but vessels with large superstructure should not go alongside, and it is 
recommended to leave the pier after work is finished each day in case 
North or West winds blow strongly. 
Cranes: 160 ton (often under repair), 3x7 tons and 2 mobile cranes 
of 5 tons and 25 tons capacity. 2 floating cranes for heavy lifts. 
General Mosconi Pier: Built over the Coronel Reef a short distance North 
of the town. It has a length of 956 m. and 21 ft. at low water. It is used 
exclusively for discharging cargo consigned to YPF and for loading their 
oil and other products, so that special permission from YPF is required 
to eas here. There are 215 ton cranes and 14 ton crane on the 
mole. 

The privileged zone extends 150 m. either side of an imaginary line 
projected from the mole, and 2,500 m. seawards, reserved for tankers 
loading YPF products, and other vessels cannot moor in this area. There 
are 5 mooring buoys, two each side of the mole near to its head, the 
fifth is 200 m. from the beacon at the sea end of the mole bearing 020°. 
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CARGO: It is advisable to stow inwards cargo aft for this port, as lighters 
lying at hatches one or two receive little protection from sea and swell, 
and in any case, owing to the limited number of lighters, vessels usually 
work with two or three gangs at most. 

To avoid loss of time, it is the custom in this port to leave the sling 
loads “as is” in the lighters and therefore a larger quantity than usual 
of slings have to be hired from the Agents. It is advisable to establish 
in Bills of Lading that lighterage is at the risk of the cargo. 

MEDICAL: Hospital available. 

TANKERS: The oil berths within the Comodoro Rivadavia port area are, 
from North to South: 

Caleta Olivares, at 45° 46’ S. and 67° 22’ W. 

A loading berth for crude, with berthing in daytime only. A minimum 
of 6 hours advance notice of arrival must be given to Agents in Comodoro 
Rivadavia. There is a launch which assists in mooring to the 4 buoys, 
which are cylindrical painted black and clearly numbered. There is 
another cylindrical buoy, also black, but unnumbered marking the end 
of the line. Loading is through 1x14 in. line at 550 cu.m.p.h. VHF 
communications maintained with the shore. 

Caleta Cordova, at 45° 43' S. and 67° 21’ W., some 12 miles North. 
SBM: Located 3 miles offshore and 1.5 miles South of Astra Beacon. 
Max. size 100,000 d.w.t. Depth 95 ft. 130 in. pipeline for loading crude 
and 1x14in. line for deballasting. Loading rate for crude is 
3,500 cu.m.p.h. 

When SBM under repair, vessels moor to 6 buoys in a depth of 34 ft. 
and load at a rate of 1,200 cu.m.p.h. through a 14 in. line. Ship's anchors 
also used. 

Caleta Olivia, the third oil-loading berth, is South of Comodoro Rivadavia 
at 46° 26’ S. and 67° 31’ W. 

A small wharf, 70 m. long, is used for discharge of lighters or landing 
boats at high tide only. Stores are available here, and the small town is 
connected by phone with Comodoro. 
SBM: 3,000 m. offshore. Depth 115 ft. Max. size 100,000 d.w.t. Crude 
oil is loaded through a 30 in. pipeline at 3,800 cu.m.p.h. 
Buoy Mooring: Located 2 miles South of the SBM and 2,000 m. offshore. 
Loading rate 1,000 cu.m p.h. 
FRESH WATER: Obtainable at National Wharf and General Mosconi 
Pier. Ships supply own hoses. 
FUEL: Fuel oil and diesel available at the General Mosconi Pier in 
Comodoro Rivadavia. 
CONSULS: Belgium, Chile, Greece, Italy, Netherlands and Spain. 
REPAIRS: Urgent repairs can be carried out by the oil companies, and 
there is a permanent service of divers, equipped to operate to 150 ft. 
WATCHMEN: Recommended. Normally arranged by Agent. 
HATCHES: According to port regulations, stevedores open and close 
hatches at commencement and end of cargo operations. 
CUSTOMS ALLOWANCES: Only sufficient for normal 
consumption on board. 
Custom House: Fully authorised for import/export cargo, including 
reception of explosives for commercial use. 
AIRPORT: Situated 11 km. from port. Daily services to Argentine cities. 
POLICE/FIRE/AMBULANCE: Regional Hospital 2451; Clinica Central 
2282; Police 2778; Fire Brigade 2505. 
TELEPHONES: No connection aboard vessels. 
beep ag Average wind velocity 17 knots, with 79% from S.W., W. 
or N.W. 

The port is open to N.E. and E. winds. 
Rainfall is scarce, 189 mm. yearly, evenly distributed. 
Temperature: Summer maximum is 25.5° and minimum 13.4°C, while 
in Winter maximum averages about 11° and minimum 3°. 
DEVELOR ET: Dredging to increase depth to 26 ft. alongside 
wharves. 
AUTHORITY: Capitania de Puerto de la Patagonia. 


daily 


MAR DEL PLATA: 38.00 S. 57.32 W. 


(Province of Buenos Aires) “B” category port. 
N.B. Refer to Argentina, Section 1. 

On the Atlantic Coast, 302 miles from Buenos Aires. 

DEPTHS: The dredged channel is officially 100 m. wide, but dredging 
is now only occasional, and the official depth is 24 ft. and tidal ranges 
3 ft. 8 in. Spring to 1 ft. 2 in. Neaps, with constantly forming sandbanks 
off the South breakwater. 

There is often a heavy swell in this port, causing vessels to range in 
all berths, fenders being essential. It is safer to lie outside in 36 ft. to 
42 ft. if awaiting berth than in the anteport within the breakwaters. 
APPROACHES: The port is some 3 miles South of the main town, 
sheltered by 2 breakwaters (Northern arm 1,099 m. long, Southern arm 
2,750 m., entrance, facing North 300 m. wide). Both breakwaters carry 
roads and access is open to all traffific, so that car headlights and street 
ob: can cause confusion at night on taking the Southern bearing. 
PILOTAGE: Pilotage compulsory. Pilots requested through Agent, at 
least 12 hours in advance. 

Pilot boat about 8m. long, grey-white in colour. Pilot boards 
approximately 1 mile from port entrance. 

ANCHORAGE: The best anchorage bears 191°0n the Southern 
breakwater light beacon and 313° on the Cape Corrientes Buoy, or even 
farther out. Holding ground is good and strong winds may safely be 
ridden out here, even with a big swell. 

MAX. SIZE: Draft dependent on state of tide. Keel clearance of 2 ft. 
required. Normal maximum draft 27 ft. 06 in. at HW, but greater in best 
possible conditions. 


(See Plan) 


RADIO: For radio regarding free pratique or reporting ETA call LPM 2 
on 512 kHz. A2. English weather forecasts from Radio Pacheco, Buenos 
Aires, LPD 5, on 512 at 0148 and 1630 hrs. GMT. 

TUGS: Use of tugs is obligatory; vessels over 1,000 N.R.T. must use 
2 tugs. 

40 see “General” before first port. 

BERTHING: Big swell causes vessels to range, therefore Masters 
recommended have ready fenders for use at berth. Vessels can enter 
or sail any time day or night. 

There are three basins (A, B, C) in the commercial port, of which the 
smaller fishing vessels or inshore craft use the most Southerly Basin 
(A), and the trawlers the Coastal basin (B). Here an extension of the 
marine railway and dry docking facilities is now ready. 

Basin C: The basin has an Elevator (Berths No. 12 and 13) on its 
Northern side, capacity 25,000 tons, with 8 tubes and 2 belts, load rate 
350 t.p.h. per belt. Air draft at LW is 12.5 m. 

In addition to the elevator berth there are Berths No. 7 to 11. 

Lengths: No. 7 — 178 m.; No. 8, 9 and 10 — Total length 500 m.; No. 11 
— 134 m.; No. 12 and 13 — 276 m. 

Depths: No. 7, 8, 9, 12 and 13 — 26 ft.; No. 10 — 24 ft. and No. 11 — 
21 ft. 

Pier 6: Cruise Ship Pier: Max. LOA 220 m. Depth alongside 30 ft. 
CRANES: Mobile cranes with capacity up to 20 tons available for hire. 
STEVEDORES: Gangs engaged by Port Authority according to vessels 
requirements. 

Normal capacity per gang, per shift: 

150 to 175 tons fish (direct transhipment). 

70 to 100 tons general cargo. 

Working hours: 0700 — 1300 and 1300 — 1900 weekdays and 0700 — 
1300 on Saturday. 

MEDICAL: Masters should telegraph Agent in good time expected date 
and hour of arrival. Hospitals and sanatoriums. 

TANKERS: Tankers berth at Pier 7 (length 260m.) or at the 
“Inflammables Berth’. Depths alongside 22 ft. — 22 ft. 06 in. Products 
handled are petroleum products and liquid gas. 

DENSITY: Sea water. 

FRESH WATER: Available at all berths, delivery from 1 t.p.h. to 2 t.p.h. 
(rates better during night); at the Northern tourist berth through 
3 hydrants, total 60 t.p.h. Being slightly salty it is not recommended for 
boiler use. 

FUEL: Fuel oil and diesel available at Pier No. 7 and by truck. 
CONSULS: French, Italian, Portuguese, Spanish, Uruguayan. 

pinta ined All types of repair possible, except dry-dock repairs. Divers 
available. 

WATCHMEN: Compulsory. Arranged by Agent. 

OPENING/CLOSING HATCHES: Can be performed by crew, but in any 
case subject to charter party terms. 

CARGO: Loading marks. Vessels can load to their Summer marks all 
year round if sailing Northbound. 

Import cargo. This is a fully authorised Custom house. Berth 9 in the 
central basin is the most appropriate berth for handling import cargo, 
there being little space on shore at the other berths. Berth 7, the pierhead 
here, has 30 ft. and is also reasonably suitable for discharging, but in 
the Northern basin there is little or no room for depositing cargo 
alongside. 

Import of Potatoes. |s permitted here, this being near the main potato 
growing region but permission must be obtained for the discharge of 
certified seed potatoes. 

REPATRIATION: Can be arranged. 

AIRPORT: Six miles distant. Two regular lines: Austral and Aerolineas 
are 2 services/day between Mar del Plata and Buenos Aires. 
HOLIDAYS: None. Work every day during year. 

TELEPHONES: No telephones are available on board or on the berth. 
IDENTIFICATION CARDS: Compulsory. Arranged on _ board 
immediately after arrival. 

DELAYS: In accordance grain elevator capacity. Normally none. 
WEATHER: Wind. There is no really sharma Sari wind, 42% being 
from W., N.E. and N.W., average velocity being 11 knots. 

Rain. Rainfull averages 941 mm. evenly distributed. 

Temperature. Summer maximum about 25° and 13° minimum, while in 
Winter the maximum averages 14° and minimum 3.5°. Absolute 
maximum and minimum are 41.6° and minus 6.7° C. 
DEVELOPMENTS: Dredging to obtain depth of 30 ft. in channel and 


port. 
AUTHORITY: Captain of the port: Port Administrator. 


PUERTO DESEADO: 47.46 S. 65.54 W. 


(Province of Santa Cruz) “B” category port. 
N.B. Refer to Argentina, Section 1. 

988 miles South of Buenos Aires. The port is situated on the right 
bank of the river, and at its mouth. There is a meat packing plant. 
APPROACHES: The approaches and entrance to the harbour are 
determined by two pairs of beacons as range or leading lights. Care 
must be taken not to confuse the installed portal cranes, each 18 m. 
high, with the beacons, which are painted the same colour. 

Q Pada is 27 ft. on the bar, at low water: tidal range is 17 ft. 6 in. to 

. 2in. 

PILOTAGE: Compulsory. Agent requires 48 hours’ notice of arrival for 
Pilot to come from Puerto Madryn. If vessel Southbound, arrangements 
can be made for boarding at Puerto Madryn or Comodoro Rivadavia. 
RADIO: For radio regarding free pratique, or reporting ETA call LPO 5 
on 461 kHz. A1. For weather reports in English, listen to Comodoro 
Rivadavia LPX 2, on 474 kHz., at 0400 and 1800 hrs. GMT. 


(See Plan) 


ARGENTINA 


TUGS: See “General” before first port. 

BERTHING: With a narrow entrance channel flow of tides often exceeds 
5 knots. There is a mud and gravel bank almost opposite and slightly 
West of the wharf, some 200 yards out from it, with only 16 ft. at zero. 
Commercial Wharf: Length 266 m. Depth alongside 27 ft. The Eastern 
part (119 m.) is served by 2x6 ton cranes. Mobile crane of 6 tons 
capacity also available. 

MEDICAL: Attention available. 

FRESH WATER: Available at the wharf, but in limited supply in Summer. 
FUEL: Available by truck from Comodoro Rivadavia. 

CONSULS: Italy and Spain. 

REPAIRS: Minor repairs only. 

WEATHER: Conditions are generally good, and winds seldom exceed 
40 knots. If anchored awaiting Pilot or berth, care should be taken to 
watch for strong winds against the current. When a strong W. wind blows 
there can be heavy dust storms, which impede proper visibility; in such 
cases it is advisable to keep position by radar and stand off or anchor 
until the visibility improves. 

Whe average for winds is 14 knots, 63% of the time from W., S.W. 
or N.W. 

Rainfall is low, 202 mm. yearly with an average 74 days a year evenly 
distributed. Maximum temperature in Summer months is 35.6°C., while 
in Winter maximum ranges to 15.6° and minimum to minus 8.6°. 
DEVELOPMENTS: A new dock with length 250 m. to be constructed. 


PUERTO MADRYN: 42.46 S. 65.02 W. 


(Province of Chubut) “B” category port. 
N.B. Refer to Argentina, Section 1. 

On the Atlantic coast, 767 miles South of Buenos Aires. One of the 
most sheltered and deepest harbours in Argentina. 

PILOTAGE: Compulsory. Agent required 12 hours notice for ordering 
Pilot. Pilot boards 0.5 miles East of pier. 

ANCHORAGE: At least 1.5 miles East of pier. Depth 60 ft. 

RADIO: For free pratique, or reporting ETA call LPZ 20, at Trelew, on 
427 kHz. A1, and for weather forecasts to LPX 2, at Comodoro Rivadavia 
in English, at 0400 and 1800 GMT, on 474 kHz. 

Vessel to advise Agent, 5 days in advance of arrival, ETA, vessel 
particulars and cargo particulars. Further advices required 48 hours and 
12 hours prior to arrival. 

Vessels with containers are to give 10 days and 48 hours notice. 
cues: Not necessary but if required they are ordered from Bahia 

anca. 


(See Plan) 


BERTHING: 

Berth Length Depth Remarks 

No. (m.) (ft.) 

1 217 44-55  Aluar S.A. vessels have 
priority. Max. LOA 220 m. 
Bulk discharge by grab at 
300 t.p.h. 

2 217 45-55 Max. LOA 175 m. General 
and containers. 

3 139 33-42 2x6 ton cranes. General, 
ingots, fruit, fish, containers. 

Waiting 250 20-24 Waiting Berth. Can be used 


for cargo using ship's gear. 
CRANES: 2 mobile cranes, capacity 40 tons and 10 tons. 2 electric 
fe cranes on rails at Berth No. 3. 1x10 ton grab crane at Berth No. 1. 

EDICAL: Attention available. 

FRESH WATER: Available at 20 t.p.h. 
FUEL: By truck from Comodoro Rivadavia, Neuquen or Bahia Blanca. 
CONSULS: Italy and Spain. 
REPAIRS: Minor emergency repairs only, also divers available. 
HATCHES: According to Port Regulations, stevedores open and close 
hatches at commencement and end of cargo operations. 
CUSTOMS ALLOWANCES: Sufficient for daily requirements only. 
AIRPORT: Trelew distant 64 km. Scheduled flights to Buenos Aires and 
other cities. 
POLICE/AMBULANCE/FIRE: Police and fire tel. 249. Hospital 240. 
TELEPHONES: No arrangements for placing telephones on board. 
SHORE LEAVE: Crew members allowed ashore but must be provided 
with identification cards. 
IDENTIFICATION CARDS: Required. 
shag Possible delays due congestion owing berth shortage and 
tide. 
WEATHER: Winds mainly West, with a yearly average of 8.3 knots but 
reaching 15 knots in Summer months. 
Rainfall scarce, average 173 mm. evenly distributed throughout the year. 
Temperature. Summer maximum is 27°C and minimum 13°, and in the 
rest of the year maximum 21° minimum 8°. 
Tidal range is 18 ft. 8 ins. and 6 ft. 


SHIPMASTER’S REPORT: July 1980 

Pilotage: Compulsory. Pilot requires 24 hours notice. At present the pilot 
boat is small with only about 1 ft. freeboard therefore vessels do not 
berth or unberth in any sort of wind, sea or swell. 

Restrictions: Vessels can berth and unberth at any state of the tide, day 
or night. 

Tugs: None available. Vessel able to dock and undock without aid of 
tugs. 

Health: Authorities require 72 hrs. notice. 

Radio: Bahia Blanca (LWP) and General Pacheco (LPD). 

Documents: See “General” before first port. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Services: Fresh water available. Limited amount of fresh provisions 
available. Minor repairs possible. Airport, Doctor and hospital available. 
Groceries, meats and laundry services also available. Dry docking 
facilities, surveyors, fuel and slop facilities not available. 

Consuls: No Consular representative. Nearest at Buenos Aires. 
Anchorage: \n position Lat. 42° 44’ S., Long. 65° 00’ W. 

Berthing: Vessel berthed at a general cargo berth in position Lat. 
42° 44’ S., Long. 65° 01’ W. Berth being about one mile from the pilot 
station. Any medium sized vessel able to dock at the southern berth 
(general cargo berth). Vessel able to dock and undock at any stage of 
the tide day or night. 

Density: 1025. 

Cargo Handling Facilities: There is a Bulk Aluminium berth opposite the 
general cargo berth. Two small cranes of approximately 2.5 tonnes 
capacity available. No floating cranes or Ro-Ro facilities. No facilities 
for handling containers or palletised cargoes. 


PUNTA COLORADA: 41.41 S. 65.00 W. (See Plan) 


PILOTAGE: Pilotage is obligatory, and 72 hours advance notice must 
be given in Buenos Aires for the Pilot to travel down. 

MAX. SIZE: No. 1 Berth: 70,000 d.w.t. (approx.) LOA 230 m. Draft 
11.58 m. 

No. 2 Berth: 25,000 d.w.t. (approx.) LOA 230 m. Draft 10.05 m. 
BERTHING: The mechanical loading arm for iron ore movement from 
Sierra Grande iron ore mines has been placed at Punta Colorada, a 
small peninsula, mid-way between Point Pozos and Point Porfido, the 
neck of land often being under water at high tide. After grinding and 
concentrating at the mines, which are some 25 km. due West from the 
coast, the slurry is pumped to the pelletizing plant at Punta Colorada, 
stockpiled there and taken by conveyor some 1,600 m. to a retractable 
loading arm. This has a loading rate of 2,000 t.p.h., and turns on an arc 
permitting it to load over a length of 112 m., without shifting position of 
the vessel. There is 42 ft. at Berth No. 1 at LWST, vessels lying due 
i digas as shown on the plan and 35 ft. in Berth No. 2 lying East/ 

est. 

The port is privately owned and run by the Mining Company. 
OPERATOR: Hierros Patagonicos de Sierra Grande S.A.M. 


PUNTA MEDANOS: About 280 km. South of Buenos 
Aires. 


New deep-water port under construction. On completion, expected to 
accept vessels up to 50 ft. draft. 


PUNTA QUILLA (Santa Cruz): 50.07 S. 68.25 W. 
(See Plan) 


(Province of Santa Cruz) “C’ category port. 
N.B. Refer to Argentina, Section 1. 

On the estuary formed by the Rivers Santa Cruz and Chico, 1,172 
miles South of Buenos Aires. 
APPROACHES: The entrance to the port is by a channel 10 miles long. 
The Santa Cruz Lighthouse and 9 other beacons determine 4 pairs of 
leading lights for the approaches and entrance to the harbour, which 
can be entered only at HW, as both in the bar, either North or South 
passage, there are shoals on the leading lines, and also just before 
ie anchorage in front of the town. 
PILOTAGE: Compulsory. Agent requires 48 hours notice to order Pilot 
from Puerto Madryn. 
ANCHORAGE: Good anchorage 2 miles from the entrance with 40 ft. 
at LW. 
RADIO: For radio regarding free pratique or reporting ETA call LPT 2 
on 441 kHz. A2. For weather forecasts in English tune to Comodoro 
Rivadavia LPX 2, on 474 kHz, at 0400 and 1800 hrs. GMT. 
TUGS: None. 
BERTHING: Wharf with length 160 m. with dolphins 60 m. off at each 
a ron berths on both sides. Depth alongside 40 ft. at LW. Range of 
tide 30 ft. 
CRANES: 1x6 ton, 125 ton (private) and 1x45 ton (private) mobile 
cranes. 
STEVEDORES: Working hours: 0700 — 1300, and 1300 — 1900. 
MEDICAL: Attention available. 
FRESH WATER: Available, rate 15 t.p.h. 
FUEL: Available to supply vessels only. 
WEATHER: A dry zone, with an average of 186 mm. rain, spread over 
72 days throughout the year. Wind averages 11 knots. 
Tidal range is 39 ft. 8 in. to 9 ft. 4 in. 
CONSULS: None. 
REPAIRS: Minor repairs only. 
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QUEQUEN/NECOCHEA: 38.35 S. 58.42 W. (See Plan) 


(Province of Buenos Aires) “B” category port. 
N.B. Refer to Argentina, Section 1. 

On the Atlantic Coast, 375 miles South of Buenos Aires, Necochea, 
is on the right bank, and Quequen, on the left bank of the Quequen 
River. The ports, whose administration is centered in Quequen, are the 
outlet for a very rich agricultural zone. 

APPROACHES: The port is at the mouth of the river, protected by two 
breakwaters, the Western arm being 1,192 m. long, lying from N.W. to 
S.E., and the Easterly arm 572 m. long and lying North/South. The 
passage between the arms is 210 m. wide, and the entrance channel 
proper 90 m. wide. 

PILOTAGE: Compulsory. Pilots must be applied for as usual through 
Agents at least 24 hours ahead, using Radio Pacheco LPD 5 on 512 
kHz, A2, since there is no radio station at Quequen. This can be done 
by phone from Buenos Aires or other ports if vessels are not coming 
from abroad. 

No Pilots will come out in bad weather. The small pilot boat is painted 
grey, with a yellow deckhead, and the Pilot comes aboard about 
1.5 miles off the South end of the breakwater. 

ANCHORAGES: Not advisable to anchor in bad weather due extremely 
dangerous winds from West through South to East. Anchorage in open 
sea 800 m. — 1,500 m. from cliffs. 
RESTRICTIONS: Day and night entry possible. Vessels with length in 
excess of 175m. require channel navigation permit obtainable from 
Maritime Prefecture. 
MAX. SIZE: Max. Draft.: 

Up to 175 m. LOA = 371 ft. 01 in. 

Up to 185 m. LOA = 30 ft. 01 in. 

Up to 195 m. LOA = 29 ft. 01 in. 

Up to 205 m. LOA = 28 ft. 01 in. 

Up to 215 m. LOA = 27 ft. 01 in. 

Vessels with LOA 215 m.—220 m. must not enter without permission. 

Vessels must have an under keel clearance of 1 ft. in calm weather 
on a rising tide and 2 ft. clearance on a falling tide. 

Tidal range: 2 ft. (Neaps) and 5 ft. 2 ins. (Springs). 

Also see “Shipmaster’s Report” — February 1982. 

HEALTH: Free Pratique is now given only when alongside, or in the 
pool. Master should advise agent in advance of health situation aboard. 
If proceeding from another Argentine port, health inspection not required. 
Derat Certificate to be shown. 

RADIO: For radio regarding free pratique, or reporting ETA call Radio 
Pacheco LPD 5, on 512 kHz. There is no station here and advice to 
Agents can be given by phone or telegraph from Buenos Aires or other 
ports, also Costera del Mar de Plata (LPM). 

TUGS: Two tugs must be used both on entering and leaving and these 
come alongside at the entrance, and are also needed for movements 
in the port. Both are old, however, and with insufficient power for anything 
other than work inside the port. Ship's lines used. 

Two vessels cannot be in the entrance channel at the same time. 
Should the weather make it imprudent for the safety of the ship and/or 
tugs to make fast ropes in any position, the tugs will continue at the side 
of the vessel to be engaged when necessity arises. In every case tugs 
must be paid for, used or not, and any damage done by the non use or 
late engagement of the tugs will be attributable to the vessel. 

Also see “General” before first port. 


BERTHING: 
Quequen 
Berth Length Depth Remarks 
No. (m.) ft. 
1 200 31 6in. lines for loading vegetable oil. 


Pellets loaded by conveyor at 200 t.p.h. 


2 100 26 G in. lines for loading vegetable oil. Rate 
350/400 t.p.h. Storage capacity 
39,000 tonnes (Berths No. 1 & 2). 

3 220 32 ~Private elevator berth. 2 loading belts 
(600 t.p.h. each) and 1 pipe fitted with 
trimming gear. Air draft 14.0 m. Storage 
capacity 70,000 tonnes. 

Vegetable oil by pipeline, rate 1,200 t.p.h. 
Storage capacity 5,000 tonnes. 

4 } 230 30 National Grain Board. Silo capacity 

5 80,000 tonnes. 4 belts serving 8 tubes. 
Delivery rate 300/350 t.p.h. to 2-3 tubes 
each. Air draft 14 m. 

6 120 32 Max. LOA 220 m. Elevator berth. 2 belts 
serving 7 tubes. Rate 600 t.p.h. (2 tubes). 
Grain and by-products also loaded by 
conveyor at 200 t.p.h. 

Necochea 

7 General cargo, cement and logs by ship's 

8 450 30 gear. Grain by-products by portable 

9 conveyor at 200 t.p.h. 

10 Cold stores. Loading and discharging 
fresh and frozen fish. 

11 200 19 Fishing vessels. 

12 22 Power station berth. Discharge of fuel oil. 


MEDICAL: Attention available. 

TANKERS: Fuel oil discharged. (See “Berthing’’). 

DENSITY: Salt water. 

FRESH WATER: Obtainable from hydrants on the wharves, vessel must 
supply hoses. Rate 6 t.p.h. — 10 t.p.h. 

FUEL: Advance notice essential as deliveries by truck from Buenos 
Aires, Mar del Plata, or Bahia Blanca. 

CONSULS: Danish, Greek, Italian and Spanish. 

REPAIRS: Minor repairs only. 

WATCHMEN: Compulsory. 

HATCHES: Opened/closed by stevedores additional charge made. 


REPATRIATION: Through Buenos Aires. 

AIRPORT: 5 miles distant. Daily flights to Buenos Aires. 

TIME: GMT minus 3 hours. 

HOLIDAYS: Vessels worked every day of year. 
POLICE/AMBULANCE/FIRE: Police, Necochea 2148 and Quequen 
6008; Ambulance, Necochea 2350 and Quequen 6052; Fire, Necochea 


4900. 

TELEPHONES: No arrangements for placing aboard. 

SERVICES: Any special services required, technicians sent from 
Buenos Aires. 

SHORE LEAVE: Not permitted. 

DELAYS: Daily cargo work 18 hours/day. One waiting berth available. 
Delays up to four days can occur in January and February. 
WEATHER: Winds, average velocity is 7 knots, with 46% from N., N.E. 
and E., and only 29% from S.W., W. and N.W. 

Rainfall. Averages 909 mm., evenly distributed. 

Temperature: Summer maximum averages 26°C and minimum 14° with 
an absolute maximum of 39.9°, while in Winter the maximum is around 
13° and the minimum 4°, with an absolute recorded minimum of — 4°. 
Tidal range is 5 ft. 2 in. spring to 2 ft. neaps. 


SHIPMASTER’S REPORT: February 1982. 

Approaches: The channel is being maintained by a new dredger at 
28 ft. 02 in. this allows a sailing draft of 30 ft. 02 in. providing the swell 
on the bar is less than 1.3 m. as decoded by the Pilots from observations. 

The pool inside the breakwaters and the swell mole are used for 
swinging before berthing if the weather is good, and after loading if wind 
prevents this, hence NO anchoring is permitted in this area. 

The tugs meet the vessel just outside the breakwaters and two lines 
each are the normal requirement (ship's lines), but these have to be 
sent away quickly when directed or else the vessel cannot swing in 
favourable weather. A deep sea tug has joined the tug fleet. 

Berthing: All vessels wait at anchor in the roads where the holding 
ground is of mixed type. The strong Southerly winds must be watched 
and rise of the barometer. 

A vessel of some 42,000 tonnes deadweight was accommodated 
head out at the main elevator berth, while two vessels waiting to sail 
were accommodated at the Ultramar II berth, each 183 m. overall, and 
without hindering the berthing and loading operations of a 31,700 ton 
bulk carrier. It should be noted that the inner vessel took the ground at 
29 ft. draft when the tide was low; dredging is planned here when the 
newly restored berths on the Necochea side are completed and dredged 
to 10 m. as a lay-by and general cargo wharf. However, the nature of 
the piling is preventing much increase in depth at this old wharf. The 
limited number of shoots will prevent much use of this berth when it is 
again in use. 

All linseed oil and similar cargoes are being handled at the berth to 
the East of the Overseas Wharf on the Quequen side but the lack of 
water makes taking the ground normal for tankers at low water while 
the swell effect is marked. 

Density: This varies with the season and the flow of water down the 
River Quequen. A flash flood destroyed the footbridge above the elevator 
and this is now mainly cleared away but no extension has been planned 
as yet for the adjacent elevator berth. Thus the density can range from 
salt to near fresh in season. 

Fresh Water: Very slow rate of delivery and very salty (500 parts). 
Shore Leave: Permitted as soon as Argentine Identity Cards have been 
processed. 

Developments: The Ultramar | Berth has 8 tubes and can pour four at 
350 tonnes/h. each. Work now proceeds according to who pays the 
overtime, but an 18 hour day is available on most weekdays, from 
0700 hrs. to 0100 hrs. 


AUTHORITY: Capitania de Puertos de Quequen y Mar del Plata. 
Contact: Francisco Cesar Gallo, Chief of Operations Division. 


RIO GALLEGOS (including Punta Loyola): 
51.33 S. 68.59 W. 


(Province of Santa Cruz) "B” category port. 
N.B. Refer to Argentina, Section 1. 

About 8 miles up the river, 1,247 sea miles South of Buenos Aires. 
PILOTAGE: Compulsory. Agent requires 48 hours’ notice to order Pilot 
from Puerto Madryn. 

ANCHORAGE: Good anchorage when awaiting tide is off Punta Loyola 
in 30 ft. or on the Northern coast in front of Punta El Gancho or between 
Punta Bustamante and Isla Deseado, this latter in the case of N.W. 
storms only. 

RESTRICTIONS: Entrance to the anchorage is buoyed. The Northern 
Channel has a shingle bank bar 13 ft. at low water. The Southern 
Channel is more sheltered and the current not so strong. Rio Gallegos 
is a tidal port, the height of tide being as much as 40 ft. at times. 

The port is characterised by the intensity of the currents, up to 6 knots, 
and should be entered on a rising tide there being only 22 ft. in the pool 
of the port at low water. 

RADIO: For radio regarding free pratique, or reporting ETA call LPG 2 
on 486 kHz. A2. For weather reports in English tune to Comodoro 
Rivadavia LPX 2 on 474 kHz. at 0400 and 1800 hrs. GMT. 

TUGS: The Coal Board operaté a small tug. 

BERTHS: Commercial Wharf: Length 45 m. Vessels moor to chains on 
the shore and berth at high water. At low water, vessels are aground 
on shingle which is levelled by the Port Authority from time to time. 
Vessels work cargo with ship's gear and 2 mobile cranes (45 tons and 
10 tons) when ship’s gear cannot reach the quay at LW. 

Coal Wharf: “T" shaped jetty with loading platform 60 m. in length. 
Loading of coal is by 2 chutes at 1,000 t.p.h. from half tide (flood) to half 
tide (ebb), which is approximately 5-6 hours. Vessels which do not wish 
to go aground can only work for 2-3 hours, as they have to go out to 
anchor and return to complete loading. 


ARGENTINA 


There are pipelines for receiving clean petrolem products. The storage 
tanks are 1,500 m. upstream. 
Punta Loyola: Length of berth 185 m. Vessels berth against dolphins 
with mooring dolphins at each end giving an overall mooring length of 
375 m. Depth alongside 45 ft. at LW. Range of tide 12 ft. Tankers of 
60,000 d.w.t. load crude oil, eventually coal will also be loaded. 
MEDICAL: Doctor available. 
roan WATER: Available at the Coal Wharf and the Commercial 
Wharf. 
FUEL: Available at the Coal Wharf and by truck. 
CONSULS: Chilean, Spanish and Italian. 
REPAIRS: Workshop facilities for small repairs. 
AIRPORT: Daily air service to Buenos Aires. 
WEATHER: Winds. Characterised by constant winds from W. and S.W. 
averaging 16 knots during the day. In Spring and Summer 25 knots 
rising to 75 knots at times. Easterly winds are rare, usually with rain. 
Rain. There are usually about 100 days with rain, in total 222 mm. 
distributed from April to October. 
Temperature. Average maximum temperature in Summer is 18°C, 
maximum recorded being 29°, Summer minimum is 5.8° while in Winter 
the average maximum is 6.5° and minimum minus 11°. 
Tidal range is 39 ft. 4 in. spring and 9 ft. 6 in. neaps, tides of over 40 ft. 
have been registered. 
AUTHORITY: General Ports Administration. 


SAN ANTONIO ESTE: 40.49 S. 64.54 W. (See Plan) 


PILOTAGE: Pilotage is compulsory and ordered via vessel's Agent 
48 hours prior to arrival. Pilot supplied by Puerto Madryn Pilot station. 
ANCHORAGE: In San Matias Gulf, 5 miles South of entrance to bay. 
BERTHS: A new pier with a length of 200 m. at the head has been built. 
The outer berth accepts vessels of 170 m. LOA, occasionally 178 m. 
and the Inner Berth accepts vessels of 147 m. LOA. Depth alongside 
30 ft 


Vessels over 111 m. require a tug. 
Max. draft in the initial stages will be 26 ft. 
STEVEDORES: Working hours: 0700-1300 and 1300-1900 Monday to 
I) and 0700-1300 on Saturday. 
MEDICAL: Hospital at San Antonio Oeste. 
FRESH WATER: Available. 
FUEL: Available by truck from Bahia Blanca. 


SAN JULIAN: 49.18 S. 67.43 W. 


(Province of Santa Cruz) “C” category port. 
N.B. Refer to Argentina, Section 1. 

In the Bay of San Julian, 1,111 sea miles South of Buenos Aires. 
APPROACHES: Access is well buoyed, but vessels must wait for high 
tide to enter. 

PILOTAGE: Compulsory. Agent requires 48 hours’ notice of arrival in 
order to arrange Pilot from Puerto Madryn. 

ANCHORAGE: Best anchorage situated in front of the town, in 22 ft. at 
LWS. When heaving anchor care must be taken as the 3 knot current 
drives vessels towards the shore. Puerto Scholl is the best of several 
anchorages. 

RADIO: For radio regarding free pratique, or reporting ETA call LPY on 
428.5 kHz, A2. For weather forecasts in English, tune LPX 2, Comodoro 
Rivadavia on 474 kHz, at 0400 and 1800 hrs. GMT. 

TUGS: See “General” before first port. 

BERTH: Length 60™m., with dolphins 60m. off each end. Depth 
alongside 30 ft. 

Loading of frozen fish, sea products and other cargoes is by ship's 

ear. 

EDICAL: Doctor, and hospital available. 

FUEL/FRESH WATER: Not available. In emergencies, water could be 
eriearh in drums. 
CONSULS: Chile and Spain. 


(See Plan) 


USHUAIA: 54.49 S. 68.18 W. (See Plan) 


PILOTAGE: Compulsory. Vessels to give Agent 48 hours’ notice in order 
to arrange Pilot. 

RADIO: For Free Pratique or reporting ETA, vessels call “LPC 2” on 
512 kHz or “LPC 27” on 4428.6 kHz. 

TUGS: In an emergency, naval tugs can be provided. 

BERTHING: Length of berth 180 m. In addition, there are 3 dolphins off 
the S.E. end of the berth, giving an overall berthing length of 250 m. 
The depth at the head of the berth is 30 ft., decreasing to 18 ft. at the 
shore end. Vessels can berth either side of the wharf. 

CRANES: 245 tons mobile cranes. 

STEVEDORES: Work is carried out in 2 shifts of 6 hours each. 
Weekdays 0700 hrs. — 1900 hrs. and Saturdays 0700 hrs. — 1300 hrs. 
MEDICAL: Hospital available. 

TANKERS: YPF Pier: The pier is 1 km. N.E. of the Commercial Pier. 
Length 85 m. Vessels berth starboard side to and moor to 4 dolphins. 
Depth alongside 35 ft. Tankers discharge clean products to storage 
tanks. 

FRESH WATER: Available at both piers. 

FUEL: Available at the YPF Pier, advance notice required. 
CONSULS: Chile and Italy. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Aruba 

BARCADERA: 12.29 N. 70.00 W. (See Plan) 
LOCATION: The industrial harbour of Aruba is situated 3 miles S.E. of 
Oranjestad. 

DOCUMENTS: Documents and all general information, refer to 
“Oranjestad”. 


PILOTAGE: Compulsory. 
RESTRICTIONS: Harbour open day and night. Depth of water in 
entrance is 36 ft. Depth of water alongside is 36 ft. Swinging basin width 


1,000 ft. 

MAX. SIZE: Max. LOA 225 m., max. draft 32 ft. 
TUGS: Available. 

BERTHING: 1,150 ft. of dockside accommodation. 
FRESH WATER: Not available. 

FUEL: Can be supplied. 

AUTHORITY: See “Oranjestad”. 


ORANJESTAD: 12.31 N. 70.02 W. 


DOCUMENTS: 

Clearance from Last Port. 

Derat Exemption Certificate. 

Ship's Register. 

Manifest of Cargo (or ballast), or Bills of Lading for import goods and 

transit goods separately. 

Crew List (4 copies). 

List of Stores on Board (2 copies). 

Consignee Mail (if cargo for discharge) (2 copies). 

Passenger List (if any i way yl) (2 copies). 

The Passenger List must carry full names, date of birth, sex, nationality 
and occupation of passengers landing at Aruba. The ultimate destination 
of in-transit passengers must also be shown on the Passenger List. 

Derat Exemption Certificates can be renewed at Oranjestad, 
Barcadera and St. Nicholas. 

Outward Clearance, cargo documents and list of outgoing passengers 

are delivered on board by the Agent's representative, thereby making it 
unnecessary for Masters to visit the Customs Office to obtain outward 
clearance. 
PILOTAGE: Masters are requested to advise Agents of their expected 
time of arrival at least 48 hours in advance. Arrival messages should 
include advice regarding cash or other requirements. This information 
is particularly necessary in order to give prompt attention to vessel's 
requirements and to avoid delay after arrival. 

Pilots are government employees and pilotage is compulsory for 
vessels from 50 g.r.t. upward entering or leaving the harbour. Pilots 
board inbound vessels within 2 miles of shore. The Agent's 
representative will arrange for Pilots to board vessels as necessary. 
Inbound vessels should close the West entrance of the harbour as near 
as prudently possible and make a lee to facilitate the Pilot's boarding. 

Every vessel arriving or departing must provide and properly secure 
a pilot ladder which conforms with the standards of construction normally 
accepted by international safety standards. Failure to provide such a 
ladder may result in the Pilot's refusal to board a vessel. 
ANCHORAGE: Anchorages, suitable even for deepest draft vessels, 
are located 7-8 miles South of Orangestad, where the depth is 45 m. 
Restricted Anchorage: The limits are shown on B.A. Chart No. 702. 
Anchorage extends West of the coast, and is reserved for the use of 
vessels carrying out repairs and underwater hull cleaning. Special 
permission for anchoring is to be obtained from Direktie Scheepvaart 
(Tel: 297-8-35192. Fax: 297-8-35221). 

MINIMUM DRAFTS: For tankers arriving or sailing in ballast the 
following minimum drafts are required for manoeuvring under normal 
weather conditions: 


(See Plan) 


G.R.T. Forward Aft. 
16,600 8 ft. 18 ft. 
18,000 8 ft. 18 ft. 
27,000-30,000 10 ft. 20 ft. 
30,000-36,000 14 ft. 22 ft. 
37,000 14 ft 24 ft 


46,000 16 ft. 26 ft. 
MAX. SIZE: The harbour itself has a depth of 36 ft. at MLW. The safe 
salt water draft approved for docking at the Long Pier is 30 ft. and in 
the two Western Basins is 28 ft. Vessels normally enter via the West 
channel and depart via the East channel. 
HEALTH: The Port Doctor will visit an arriving ship only if there is a 
case of quarantinable disease on board, if the ship has no clean Bill of 
Health or if one of the preceding ports of call has been declared to 
harbour a quarantinable disease. 
RADIO/VHF: Shore station for R/T communication with 24-hour service. 
VHF Channel 16, 156.80 MHz (calling); Channel 11, 156.55 kHz 
(working channel). 
HF 2182 kHz, 2558 kHz (working frequency transmitter), 2760 kHz, 
2738 kHz, 3032.5 kHz, 4125 kHz (receiving frequency SSB). 
TUGS: 2 tugs available, 2,200 h.p. and 3,500 h.p. Both fitted with VHF 
Channel 16 (working Channel 11). 
BERTHING: In total there are 4,070 ft. of dock length available to 
oper ge ocean-going vessels and 1,090 ft. of dock for small craft, 
of which: 
1,720 ft. with 36 ft. of water alongside 
2,350 ft. with 34 ft. of water alongside 
460 ft. with 16 ft. of water alongside 
230 ft. with 10 ft. of water alongside 
400 ft. with 6 ft. of water alongside 
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CONTAINER FACILITIES: 30 acre container terminal in operation. 
Length of quay 255 m., depth alongside 12.0 m. 150 ton container 
crane. 2x35 ton forklifts. 1 back-up mobile crane of 140 tons available. 
STEVEDORES: Stevedoring is performed at a fairly fast rate compared 
with other ports in the Caribbean area. All cargoes are handled by shore 
cranes. The terminal has extensive electrical installations for refrigerated 
container cargoes. 
MEDICAL: Excellent medical and dental attention is available at any 
hour of the day or night to crew members of all vessels. 
BALLAST: Vessels must arrive with sufficient ballast to permit safe 
handling. All vessels should enter port with clean ballast that can be 
pu ned over board when alongside, as it is prohibited to pump dirty 
ballast into the harbour. 
FRESH WATER: Boiler and drinking water of purest quality is supplied 
by hose from the docks at a rate of 200 t.p.h. (in special cases 400 t.p.h.). 
FUEL: Various grades of bunker oil available by barge from Coastal 
Fuels Marketing. A minimum of 48 hours advance notice is required. 
eee The following countries have consular representatives on 
uba: 


Brazil Guatemala Peru 

Chile Haiti Portugal 
Colombia Italy Spain 

Costa Rica Lebanon Sweden 
Denmark Liberia Switzerland 
Dominican Republic Nicaragua United Kingdom 
El Salvador Norway Venezuela 
Germany Panama 


Necessary for Masters of Panamanian and Italian flag vessels to visit 

Consulates at Oranjestad to present documents and receive 
despatches. Other Consulates have similar requirements. Masters may 
check with Agent for clarification. 
REPAIRS: There are no facilities at Aruba for major ship repairs. Local 
workshops can do repairs of minor nature. Preliminary advice regarding 
such minor repairs should be included in ETA messages and work 
requisitions for repairs should be prepared for handing to the Agent's 
representative immediately upon arrival. 

Radar, radio and gyro repairs can be carried out. However, it is 
important that Masters radio in their requirements as early as possible 
and give a brief reference as to the nature of the breakdown or fault of 
the equipment concerned. 

While alongside vessels must be prepared to move at 1 hour's notice. 
Engine repairs to the effect of demobilising the vessel may only be 
carried out with special permission. 

SURVEYORS: Representatives of the American Bureau of Shipping, 
the Lloyd's Register of Shipping and the Norske Veritas are resident in 
res area. Masters may request the surveyors’ services through the 
ent. 
GANGWAY/DECK WATCHMEN: An efficient and continuous watch 
must be maintained on deck and in the engine-room of all ships while 
in port, and a sufficient number of men must be on board at all times to 
move vessels either for harbour operations purposes or in emergency 
situations. 
OPENING/CLOSING HATCHES: This work is normally carried out by 
the crew. 
AIRPORT: The Port of Oranjestad — the commercial and tourist harbour 
of Aruba — is only 5 miles by road from the airport. The connection by 
air with the U.S.A. and Europe is very good and frequent (Air Aruba, 
KLM, VIASA); other airlines operating in Aruba are: ALM, LAV, Avensa 
and Avianca. 
TIME: Local time is 4 hours behind GMT. Vessels are requested to use 
local time in ETA messages and when dealing with their Agents. 
POLICE/AMBULANCE/JFIRE: Police, Oranjestad, Tel: 11100/24555; 
Ambulance, Oranjestad, Tel: 24200/21234; Fire Alarm, Tel: 115. 
CUSTOMS GUARDS: Local authorities assign 1 or more Customs 
guards to each vessel during its stay in port; the charges for guarding 
are for the account of the vessel. 
SHORE LEAVE: Under normal circumstances no restrictions are 
imposed by the Government Immigration Authorities on shore liberty. 
Masters are requested to endeavour to have all crew members on board 
prior to departure time, so that the ship will have no delay in sailing. 
AUTHORITY: Aruba Ports Authority N.V., L. G. Smith Boulevard 23, 
Oranjestad, Aruba. Te/: 2978-26633. Telex: 5120 Hafar NA. FAX: (2978) 
32896. Contact: Managing Director — Aruba. 


SAN NICOLAS: 12.26 N. 69.55 W. 


DOCUMENTS/HEALTH and all 
“Oranjestad”. 
APPROACHES: Report: 1982. The predominant wind in the area comes 
from an Easterly direction and the main ocean current sets in a Westerly 
direction. The tourist industry is an important economic factor in Aruba, 
and to avoid the possibility of vessels being erroneously accused of 
contributing to oil pollution of the North Coast and resort beaches, it is 
recommended that vesels, when practical, approach San Nicolas from 
the West. 
PILOTAGE: (Inner Harbour) Pilotage is compulsory. Pilot boards 
1.5 miles S.W. of the West Entrance Buoy. 

A pilot service for anchoring off the Terminal is available upon the 
Master's request, providing radar and echo sounder are functioning 


(See Plan) 


General Information, refer to 


ANCHORAGES: There are 3 anchoring areas off Aruba. 
. About 3 miles W.S.W. of Noordwest Point. 
This anchorage can be affected by swell so equipment and 
personnel changes can be risky in poor weather. Because of the 
changeable weather this anchorage is not recommended for 
vessels staying for long periods or for VLCCs. When anchoring 
care should be taken to avoid the submarine cable in this vicinity. 


2. About 6 miles S.W. of Oranjestad. 
This anchorage is generally quieter than the one described 
above, however, transport to the shore may take longer. This 
area is suitable for all ship sizes and with many years of 
experience there have been no reported problems of anchors 
dragging. 

3. The “Restricted Anchorage”. 
There is a Restricted Anchorage about 2 miles off-shore and 
some 4 miles N.W. of Oranjestad. This anchorage is only to be 
used by vessels engaged in operations requiring assistance from 
the shore. Operations would include repairs, hull cleaning or tank 
cleaning. Vessels proceeding to this anchorage will be specially 
advised by Charterers or Owners. For anchoring Masters are 
recommended to take a Pilot. 

It should be noted that in all the anchorages described above inward 
clearance and other formalities are not necessary, as long as there is 
no direct contact with the shore. If crew changes or other direct contact 
with the shore is to take place then normal procedures have to be 
followed. 

Tug and launch services are available at all the anchorages for stores 
or personnel reasons. 

Whilst waiting for orders or acting as floating storage, vessels are 
required to take every precaution to avoid all forms of pollution including 
dumping of floating garbage. 

Prohibited Anchorage: Lat. 12° 25.83' N., Long. 69° 55.52’ W., in the 
vicinity thereof. 
Report: 1982. 

Due to the high aesthetic value and pollution sensitivity of the West 
and S.W. coast, it is prohibited for vessels to anchor in the area bounded 
on the North by a line drawn with California Light (Noord Westpunt) 
bearing 025° True and on the South by a line drawn with Hooiberg Peak 
bearing 090° True. 

Vessels should anchor about 12 miles West of San Nicolas Harbour. 
Loaded ULCC’s should not anchor off the coast of Venezuela. 

Another anchorage is located outside the reef South of San Nicolas 
Harbour. This anchorage is intended for vessels that have to perform 
small repairs and for which repair, parts are required from shore. These 
vessels are requested to proceed to the Outer Anchorage as soon as 
they have completed the repairs. Lightering vessels, before proceeding 
to the lightering area, will also be anchored off the reef in order to put 
the Yokohama fenders alongside. Pilots are available to anchor vessels 
at the Reef Anchorage 24 hours a day. All navigational equipment 
(fathometer, radar, etc.) must be in good working order. 


RESTRICTIONS: The port is open for day and night navigation. The 
safe salt water draft approved for entering is 39 ft. and 41 ft. for leaving. 
Vessels normally enter via the West channel and depart via the East 
channel. 

Tides: Diurnal with max. amplitude of 18 in. Datum used is MLW., water 
level never falls more than 6 in. below MLW. 


MAX. SIZE: Reef Berths: Tankers up to 550,000 d.w.t. No. 2 Reef berth, 
depth alongside, 105 ft. MLW. Also see “Reef berths”. 
Inner Harbour: 90,000 d.w.t. 

Also see “Berthing” — “Note”. 


VHF: “San Nicolas Pilot Station” on VHF Channels 16 and 8. 


TUGS: 3 diesel-powered tugs are used for berthing and unberthing. For 
vessels over 60,000 d.w.t. a third tug is used. 


BERTHING: The max. limitations for vessels using San Nicolas facilities 
are: 


Salt water Bow to Approx. 

Berths Length Beam _ max. draft manifold d.w.t. 
(ft.) (ft.) (ft.) (ft.) 

1 South 745 UNL 39 376 50,000 
1 North 740 110 39 350 50,000 
2 South out of service 
2 North out of service 
3 South 900 130 41 450 90,000 
3 North 850 120 40 397 80,000 
HDS Pier 600 90 30 UNL 30,000 


(dry cargo only) 
The max. entering draft is 39 ft. even keel salt water. The maximum 
sailing draft from No. 2 South, No. 3 South and No. 3 North is 40 ft. 
The following is the suggested ballast draft for vessels. 
MDWT Aft 


Fore 
(ft.) (ft.) 
10 — 20 8 18 
20 — 30 10 20 
30 — 40 14 22 
40 — 50 14 24 
50 — 100 16 26 
Capability of Berths to load/discharge products: 
Product Finger Pier 
No.1-S_ No.1-N No.3-S_ No.3-N 
(Loading) 
Naphtha Xx x 
Lt. St. Run Gasoline Xx xX 
Kero/Jet A x xX 
Gas Oil/No.2 Diesel x Xx 
V.G.O. x Xx 
No.6 Fuel Oil x xX 
Asphalt xX X 
Bunker Fuel x Xx x x 
(Discharge) 
Cutterstock x x 
50 Be’ Caustic x x 
Imported Fuel Oil x x 


ARUBA 


REEF BERTHS: Operator: Wickland Oil Co. 
VLCC anchorage: When anchoring is necessary, Masters of VLCCs 
may wish to anchor in the following position; 12° 24’ N., 70° 07’ W., 
approx. 12 miles West of San Nicolas Harbour in approx. 25 fathoms. 
Pilot Station: 2 miles to 3 miles West of San Nicolas Harbour entrance. 
When Pilot is boarding, the vessel should be on an Easterly course with 
a speed of not more than 2 knots. 
Embarking Pilot, Loaded VLCCs: On the port side with either pilot hoist 
or conventional pilot ladder. 
Ballast VLCCs: On the port side with a combination of accommodation 
ladder and conventional pilot ladder, or with only accommodation ladder. 
Disembarking Pilot, Loaded VLCCs: On the starboard side with either 
pilot hoist or conventional pilot ladder. 
Ballast VLCCs: On the starboard side with a combination of 
accommodation ladder and conventional pilot ladder, or with only 
accommodation ladder. 
Tugs: Normally 4 tugs used for tankers over 250,000 d.w.t. 2 on long 
lines, 1 forward and 1 aft and 2 alongside starboard side. Tug's lines used. 
Docking: Always portside to, with starboard anchor ready, walked out 
to 1 shackle in the pipe. 
Approach Velocity: RB Il is equipped with a Doppler traffic light system. 
Approach velocity 00—12 ft./min.=green. 
12-20 ft./min.=amber. 
above 20 ft./min.=red. 
When the vessel is receding, the light is always green. 

Mooring Launch: Used for all lines, except for the spring lines fore and 
aft. Forward moorings first, after moorings second. 
Mooring Capstans: All mooring and breasting dolphins are equipped 
with ba coca 2 ton pull capacity, 100 ft./min. line hauling capacity. 
Max. Size: 


Max. Max. Pier Approach 
MDWT LOA Beam Depth draft Heading angle 
(ft.) (ft.) —(ft.) 
RB | 40-400 1200 UNL 80 1 130° true 15: 
RB Il 40-550 1400 UNL 105 95 114° true 10° 


Sailing Draft Ballast VLCCs: about 25 ft. fore and 35 ft. aft. 
Lines and Winches: Mooring lines assumed to be 1.625 in. diameter 
steel wire with a breaking strength of 90 — 100 tons. 

Mooring winches assumed to have about 25 metric tons heave 
capacity and 55 metric tons brake holding capacity (minimum). 

Combination of a wire and a synthetic line to a single dolphin will not 
be permitted. 

Mooring lines must not be stressed beyond 55% of their breaking 
strength. 

Self-tensioning is not permitted. Automatic winches should be used 
on manual brake. 

Synthetic tails on wires should have a higher breaking strength than 
the wire to which they are connected. The eyes of the tails should be 
protected from abrasion with suitable coverings, and tails should be 
connected to wires with suitably designed shackles. 

A maximum of only 2 layers of line to be allowed on working or tension 
drum of split drum winches. 

Current and Wind: Current is less than 0.5 of a knot 90% of the time. 
Wind is less than 20 knots 70% of the time, and less than 25 knots 97% 


of the time. 
Wind direction Current direction 
True % of time True % of time 
20°— 40° 2 40°-— 70° 24 
50°- 60° 6 100° — 110° 17 
70°— 80° 33 140° — 240° 10 
90° — 100° 40 260° — 290° 24 
110° — 120° 13 320° — 340° 25 
140° — 170° 1 
220° 5 


Wind tolerance: At 30 knots steady, loading will be discontinued, and 
the loading arms will be drained, engine to be confirmed ready for use. 
At 35 knots steady, arms will be disconnected and tugs will be on 
stand-by. 
Loading Arms: RB |; four 16 in. cargo arms with 16 in. bolted flange 
connections. One 8 in. bunker arm (No. 5 arm, the most Westerly arm). 
RB Il; five 16 in. cargo arms with 16 in. connections. 
Discharge/Loading Lines: RB | 36in., 3,000 ft. long. RB II 56in., 
4,000 ft. long. 
Radio Contact: Contact between Loading Master, control room, marine 
office by VHF and UHF. Particulars will be given by Loading Master. 
Bunkers: RBI; through bunker arm (No. 5). RB II; through No. 1 or No. 5 
loading arms with reducers. 
Water: Not available. 
Provisions: By launch; to be taken on board by ship’s lifting gear on the 
port quarter. 
Shore Leave: No pedestrian traffic allowed between ship and main gate. 
Arrangements for crew transportation can be made with Agent. 
LIGHTERING OPERATIONS: VLCCs discharging at Aruba may be 
called upon to discharge part of their cargo by ship-to-ship transfer off 
Aruba. The lightening operation is carried out by vessels suitably 
equipped for ship-to-ship transfer operations, and is under the control 
of Coastal's Lightening Master on the lightening vessel. 

The Lightening Master will board about 1.5 miles off San Nicolas 
Haven to discuss the operations. A derrick or crane should be ready on 
the lee side to pick up various equipment for the mooring and pipeline 
connection. A Lightening Assistant stays on board to advise and assist 
with argh | procedures. 

The VLCC and the Lightening vessel rendezvous in position: Lat. 
12° 24'N., Long 70° 14’ W. Communications are by portable radio 
placed on board and/or VHF Channel 8. The designated lightening area 
is bounded by the following positions: 

(1) Lat. 12° 25’ N., Long 70° 04.4’ W. 

(2) Lat. 12° 25’ N., Long 70° 10.3’ W. 

(3) Lat. 12° 30’ N., Long 70° 13.5’ W. 

(4) Lat. 12° 30’ N., Long 70° 07.2’ W. 
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The mooring takes place whilst steaming into. the prevailing wind on NOTES 
an Easterly course at about 3 knots. Thereafter the VLCC anchors within 5, apy : 
the designated lightening area for the ship-to-ship transfer. Wind speeds Please also advise Shipping Guides Ltd. 
in excess of 23 knots are considered unsuitable for the mooring and the 
lightening operations to take place. 

Masters need not come ashore to clear ship with Customs. The ship's 
Agent can do this by proxy. Ship’s papers for clearance and signed 
proxy will be picked up from ship off port by tug or launch. 

BALLAST: Vessels must arrive with no more than 8% d.w.t. dirty ballast. 
Clean ballast will be discharged overboard after docking. Slops can be 
discharged to the disposal facilities ashore. Shore reception facilities are 
limited. 

FRESH WATER: Limited supply available. 

FUEL: All grades of bunkers available. 

Bunkers available for offshore delivery via bunker vessel. Contact 
Coastal Aruba or Coastal Miami (Tel: (305) 551-5288). 

Also the following considerations apply: 

1. Vessels working cargo have priority over vessels bunkering. 

2. In assigning tugs, vessels working cargo take priority. (2 to 3 hours 
tug service required at the sea berth.) 

3. Vessels using the Reef Berths must have at least 12 good mooring 
lines. All mooring winches and equipment will be inspected and must 
be in good order. Vessels may not be docked if equipment is faulty. 

4. In the event of marginal weather, deep draft vessels calling for 
bunkers may not be docked. 

Shipmaster’s Report: November 1992. 

Offshore Bunker Supply: 

1. Advise Coastal Marine of ETA, 48 hours, 24 hours and 12 hours 
prior to arrival. 


Coastal Marketing Telex: 5244 Comar Aw 

Coastal Marine VHF: Channels 16 and 8 
Telephone: (297) 894-359 
Fax: (297) 894-554 
Telex: 5241 


2. When sending ETA, advise Coastal of size of manifold and location. 
3. The bunkering barge “Irini K” (17,200 d.w.t.) is fitted with 

Yokohama fender. The bunker location is Lat. 12° 29.5'N., 

Long. 70° 07.5’ W. 

The barge may be contacted by Telex No.1334160. 
PORT FIRE PROTECTION: The Port of San Nicolas is very well 
equipped with modern equipment for fire-fighting and fire prevention. 
REPAIRS: A local workshop can do minor repairs. 
SPECIAL REGULATIONS: Strict compliance with Harbour Safety 
Regulations is mandatory. Stringent regulations prohibit the 
transportation of alcoholic beverages through the refinery and harbour 
area. No liquor or beer may be taken on board or removed from vessels 
except only bonded stores ordered by the Master. 
POLICE/AMBULANCE/FIRE: Dial 4444 on jetty telephone. Call 
“Coastal Marine” on UHF set which is supplied to every ship whilst 
alongside. 
GARBAGE DISPOSAL: Service can be provided with advance notice 
sire ship’s agent. 
WASTE OIL DISPOSAL: Ship's dirty ballast and product slops may be 
discharged ashore or to 15,000 bbl. barge. Advance notice required. 
SEAMAN’S CLUBS: None. 
CURRENCY: Aruban Florin (AFI.). 
SHORE LEAVE: As all ship's personnel when going ashore have to 
pass through the docks and the company's concession, every seaman 
must carry an identity card to check off against ship's Crew List at main 
gate. Seamen must have special pass to use any other gate than refinery 
main gate. 
AUTHORITY: Coastal Aruba Refining Co. NV, P.O. Box 2150, San 
Nicolas, Aruba. Tel: 297-8-94359/94500. Telex: 5244 Comar Aw and 
5241. FAX: 297-8-94554. Contact: Captain J. Marshall, Marine 
Superintendant. 
Also see “Oranjestad”. 
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ASCENSION ISLAND 
Ascension Island NOTES 


Please also advise Shipping Guides Ltd. 
GEORGETOWN: 07.55 S. 14.20 W. (See Plan) 


DOCUMENTS: Crew and Passenger Lists, Health Documents, 
Manifests and Bills of Lading if discharging cargo. 
PILOTAGE: No pilots are available and not required as it is an open 
anchorage. 48 hours notice of ETA is required. Call Ascension Island 
Radio on 2182 kHz. or VHF Channel 16. 
ANCHORAGE: Anchorage positions are available and will be given as 
bearing and distance in feet from Bates Rock Beacon, available from 
Harbourmaster by telex or “Turtle” Channel 6 or 16 (See Ascension 
Island Chart No. 1691 dated April 1985). Depths at anchorage from 
11 to 31 fathoms. Abandoned cables are in the area and if picked up 
should be released without cutting, if possible. Regular mailship always 
takes precedence for anchorage and cargo facilities. 
RESTRICTIONS: Advisable for ships or yachts arriving at night to wait 
until daylight unless contact is made with “Turtle” on Channel 16 or 6 
and specific instructions are given for berthing. Occasionally a floating 
pipe-line connects tankers at anchor in Clarence Bay with the Pierhead. 
HEALTH: Pratique should be requested when giving ETA. 
RADIO: VHF Channel 6 or 16 “Turtle” or Ascension Radio 2182 kHz. 
Shipping Agents Ascension Island Services, Telex 3219. Harbour 
Authority, the Administrator, Telex 3214. 
RADAR: None. 
TUGS: No tugs available. 
BERTHING: No alongside berthing. “See Anchorages.” 
Cargo Facilities: Cargo has to be discharged by ships’ cranes onto 
lighters. Lighters pull alongside Pierhead where cargo is off loaded. 
Pierhead cranes can handle weights up to a maximum of 18 tonnes. 
MEDICAL: Facilities available. 48 hours notice required if possible. 
Georgetown has a 12 bed hospital. Dental facilities usually available. 
Vaccination and inoculation certificates not normally required. 
TANKERS: Anchorages available. Tankers for English Bay should 
anchor off Clarence Bay until boarded, it is not normally possible to put 
tankers into Sh agrh Bay after 0900 hrs. 
FRESH WATER: Not normally available. 
FUEL: Not normally available. 
CONSULS: No Consulates. British Administrator attends to all 
requirements. 
REPAIRS: Only minor repairs can be effected. 
GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: Preferable that this done by crew to 
avoid delays in starting discharge. 
REPATRIATION: No facilities for crew changes. Repatriation can 
usually be arranged but only in the case where a person has been 
hospitalised or in extreme compassionate cases. No civil airlines call at 
Ascension but RAF (to UK) or USAF (to Antigua twice weekly) can 
usually assist. Master of vessel required to give guarantee in writing that 
all hospital fees and air fares will be honoured by his shipping line Agent. 
TIME: Always GMT. 
HOLIDAYS: Cargo vessels can be discharged during public holidays — 
no night work. 
SERVICES: Offshore Services: Ascension Island Services. Contact the 
Senior Manager. 
SHORE LEAVE: Limited facilities ashore make shore leave 
impracticable for most crews but Immigration Officer ready to consider 
special limited arrangements at the request of the Master. Yachts are 
normally granted 48 hour stay with daytime shore leave. 
GARBAGE DISPOSAL: Open anchorage. Garbage barges can be 
arranged with Marine Manager. Call “Pierhead” on VHF Channels 6 or 
16. 
WASTE OIL DISPOSAL: No oil collection service available. 
SEAMAN’S CLUBS: No seaman's clubs. Small shop available but not 
for bulk buying. Normal international telephone facility available. Postage 
facilities. Weekly church service. 
CURRENCY: Pound sterling. £1 = U.S.$1.50. 
GENERAL: There are no facilities for visitors on the island. With certain 
exceptions no-one is allowed to land at Ascension without an entry 
permit. 
AUTHORITY: Office of the Administrator, Ascension Island, South 
Atlantic. Tel: 247-6311/6313. Telex: 3214 Govt. Av. FAX: 247-6152. 
Contact: B.N.Connelly, The Administrator. 

The Marine Manager, Ascension Island Services. Tel: 247-6217. 
Telex: 3219. FAX: 247-6139, 247-6827 (direct). 
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Australia 
GENERAL 


AUSREP: (See Plan) 


1.0 Functions of the Sea Safety Centre: 

The International Convention for the Safety of Life at Sea requires 

vernments to ‘.... ensure that any necessary arrangements are made 
ior the rescue of persons in distress at sea, around its coasts’. The 
Australian Government, being a signatory to the International 
Convention for the Safety of Life at Sea, established the then Marine 
Operations Centre in April 1972. 

The present Sea Safety Centre is a part of the Department of 
Transport and Communications’ Maritime Operations Division, situated 
in Canberra, in the Australian Capital Territory. The Centre is Australia’s 
Maritime Rescue Co-ordination Centre. 

The principal function of the Centre is the co-ordination of marine 
search and rescue (SAR) activity, other than incidents involving the 
defence forces, within the area of Australian responsibility, which is 
shown on the plan (See “Plan”). 

The facilities of the Centre are available to all seafarers whether they 
are private boating enthusiasts, commercial fishermen or professional 
seamen of the merchant fleets of the world. 

The Centre is operated 24 hours a day by co-ordinators with 
considerable marine, and in some cases, aviation qualifications and 
experience. These officers have specialised knowledge of search and 
rescue procedures. 

Communications are the very heart of all search and rescue co- 
ordination and the Centre is well equipped with a network giving 
worldwide coverage. The network includes telephone, telex and satellite 
systems, with radio communications provided by the Overseas 
Telecommunications Commission, which maintains the coast radio 
maritime communication stations (MCS) network in Australia. These 
MCS provide the links between a ship and shore, and have direct lines 
to the Centre. 

A functional part of the SAR framework is the Australian Ship 
Reporting System (AUSREP) which was introduced in December 1973 
on a voluntary basis. In 1981 legislation was passed making AUSREP 
compulsory for all Australian-flag vessels, and for foreign vessels under 
the circumstances which are explained in the general instructions on 
the following pages. On voyages where participation is not compulsory, 
ships are encouraged to do so whenever they are in the AUSREP area. 

In addition to the Centre’s functions in the SAR role, it is also the 
aon of the Department of Transport and Communications responsible 
for: 

(i) Co-ordination and promulgation of navigational 
(NAVAREA_ X), Australian Coastal Navigation 
(AUSCOAST) and weapons practice warnings; 

(ii) Operation of the Licensed Foreign Fishing Vessel Reporting 
System in the 200 nautical miles Australian Fishing Zone. 


warnings 
Warnings 


2.0 Australian Ship Reporting System General Instructions: 


2.1 Introduction: 

Legislation has been passed by the Australian Parliament which 
makes participation in the Australian Ship Reporting System (AUSREP) 
compulsory. This is included in the Navigation Act 1912 as Division 14 
Part lV. AUSREP is a ship reporting system established in accordance 
with the International Convention for the Safety of Life at Sea. Its 
objectives are: 

(i) to limit the time between the loss of a vessel and the initiation of 
search and rescue action, in cases where no distress signal is sent 
out; 

(ii) to limit the search area for a rescue action; 

(iii) to provide up-to-date information on shipping resources available 
in the area, in the event of a search and rescue incident. 

The coverage of AUSREP and the Australian Search and Rescue 
(AUSSAR) area, as advised to the International Maritime Organisation 
(IMO), is identical to the International Civil Aviation Organisation search 
and rescue regions around Australia. It is illustrated in the map (See 
“Plan") together with the co-ordinates of the area. 


2.2 Applicability of Navigation Act 1912 Division 14 Part IV: 
Division 14 Part IV of the Act and the Regulations apply to: 

(a) All Australian-registered ships engaged in trade and commerce, 
interstate or overseas while in the AUSREP area. 

(b) Ships not registered in Australia but engaged in the coasting trade 
between Australia and an external Territory, or between external 
territories, while in the AUSREP area. 

(c) Ships not registered in Australia, but demised under charter parties 
to charterers whose residences or principal places of business are 
in Australia, while in the AUSREP area. 

Foreign ships, other than the above-mentioned vessels, from their 
arrival at their first Australian port until their departure from their 
final Australian port. However, they are encouraged to participate 
from their entry into and final departure from the AUSREP area. 
Australian fishing vessels proceeding on overseas voyages, while 
in the AUSREP area, but not including those vessels operating 
from Queensland ports, which may call at ports in Papua New 
Guinea as an incidental part of their fishing operations. A definition 
of “overseas voyage” is given in Section 6(1) of the Navigation Act 
1912 (Commonwealth). 


2.3 Offences: 
The Navigation Act provides penalties involving fines of up to $10,000 
for infringements of reporting provisions. 
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2.4 Operating Authority: 
Department of Transport and Communications through the Sea Safety 


Centre, Canberra. 
Signal Address: Sea Safety Canberra 


Telephone: Canberra (062) 74 8912, 74 8913, 74 8914 
Telex: 62349 (computer connected) 
Facsimile: Canberra (062) 57 2036 


2.5 Main Features of AUSREP: 

On departure from an Australian port or on entering the AUSREP 
area, a Sailing Plan (SP) is sent to the Centre where a computerised 
plot is maintained of the vessel's position. Position Reports (PR) are 
sent each day at the time nominated by the Master so that a report is 
received at least every 24 hours. Should a vessel at any time, be ina 
position more than 2 hours steaming from the position that would have 
been predicted from the last SP or PR, then a Deviation Report (DR) 
must be sent. Failure to do so will result in the search being concentrated 
in the wrong area in the event of a missed report, and the possibility 
that survivors from a stricken ship may not be found. On arrival at the 
ship's destination or on departure from the AUSREP area a Final Report 
(FR) is to be sent. AUSREP is a positive bagi te asa in that, should 
an expected report become overdue, actions which include worldwide 
communication checks, the alerting of ships in the vicinity and the 
launching of search aircraft, will be initiated. Masters should note that 
in some parts of the AUSREP area the ability to conduct an air search 
is restricted by aircraft range limitations (See “Plan’’). 

Dates and times contained in AUSREP reports are to be in Universal 
Co-ordinated Time which is indicated by the suffix ‘Z’. 

3.0 AUSREP Format Components: 

The following list shows all the AUSREP format components. The full 
list of components do not have to be included when sending AUSREP 
reports. Masters should include those components shown in the 
examples given for each report, others may be included at the Master's 
discretion or when relevant to the type of report being sent. 

The following format complies with IMO Resolution A. 598(15) of 
November 1987. 

. Vessel name and call on 

. Date/time of position (UTC). 

. Position (Lat. and Long.). 

rot aid position (not to be used in AUSREP messages). 

ourse. 

Speed (vessel's anticipated average speed until next report). 

Name of last port of call (when entering from overseas). 

Date/time and point of entry into AUSREP system (point of entry 

is the latitude/longitude at which the vessel is entering the 

AUSREP area, or the Australian port from which the vessel is 

departing). 

|. Next overseas destination and estimate time of arrival. 

J. Whether Pilot is carried on vessel (notification required on all 
Great Barrier Reef passages). 

K. Date/time and point of exit from AUSREP system (point of exit is 
the latitude/longitude at which the vessel is leaving the AUSREP 
area, or the Australian port the vessel is to arrive). 

L. Route (vessels intended track — state Rhumb Line/Coastal/Great 
Circle/Composite). 

M. Coast radio maritime communications stations monitored (include 
INMARSAT number if fitted). 

N. Nominated daily reporting time. 

O. Draft. 

*P. Cargo. 

*Q. Defects or other limitations. 

*R. Pollution (reports of any pollution seen). 

S. Weather conditions in area (optional). 

T. Ship's agents. 

U. Ship type and size. 

V. Medical personnel carried (Sailing Plan only). 

W. Number of persons on board. 

*X. Remarks. 

“Harmful substances, Marine Pollution and Dangerous Goods refer 

Appendix A. 

4.0 Types of Reports: 

4.1 Sailing Plan Report (AUSREP SP): 

A sailing plan report is sent to the Centre either within 24 hours prior 
or up to 2 hours after entry into the AUSREP area, or departure from a 
port within the AUSREP area. 

The SP contains information necessary to initiate a plot and give an 
outline of the intended passage. 

Should a vessel not sail within 2 hours of the time stated in the SP 
the plan is cancelled and a new SP sent. 

If the Master of a foreign vessel departing from an Australian port for 
one outside Australia does not intend sending position reports, this is 
indicated in the SP by the inclusion of NOREP in place of the nominated 
daily reporting time. 

4.2 Commencement of Active SAR Watch: 

Masters should be aware that if a vessel lodges an SP prior to ge 
the AUSREP area, active SAR watch on their vessel WILL NO 
COMMENCE until a report is received by the Centre indicating the vessel 
has entered the AUSREP area. 

4.3 Mandatory AUSREP SP Components: 

AUSREP SP 

A, F, H, K, L, M, N, V. 

Notes: (i) refer to Section 3.0 for components; 

(ii) include component ‘G’ when entering AUSREP from 
overseas, or component ‘I’ when leaving AUSREP to an 
overseas destination; 

(iii) if ship intends to transit Great Barrier Reef/Torres Strait 
notification is required regarding Pilot (see “J” in Section 
No. 3.0). 

(iv) other sections of the basic format may be included at 
Master's discretion: for example ‘X’ if report required to be 
passed to AMVER, or details of name/call sign change since 
last report. 
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4.4 Example of SP on Entering AUSREP Area: 


Format Example 

AUSREP SP AUSREP SP 

A. Vessel name and call sign A. LOLLIPOP/V2LZ 

F. Speed Ei C2 

G. Name of last port of call (when G. Port Said 
entering from overseas) 

H. Date/Time and point of entry into H. 020400Z 0448S 
AUSREP system 07555E 

K. Date/Time and point of exit from K. Adelaide 1806002 


AUSREP system (Australian port 


of arrival) 

L. Route L. 129 to Cape Leeuwin 
then direct coastal 
route 

M. Coast radio/maritime M. GKA, 9VG, VIP, VIS 


communications stations (INMARSAT 1290617) 


monitored (Marisat number if 


fitted) 
Nominated daily reporting time 0600Z 
(UTC) 
V. Medical personnel V. No medic 
X. Remarks X. Pass to AMVER, 


name/call sign 

changed from 

SWEETAPPLE/ABAB 

since last report. 
Message transmitted: AUSREP SP A LOLLIPOP/V2LZ F 12 G Pt Said 
H 020400Z 0448S 07555E | Adelaide 180600Z L 129 to Cape Leeuwin 
M GKA VIP VIS INMARSAT 1290617 N 0600Z V no medic X to pass 
to AMVER, name/call sign changed from SWEETAPPLE/ABAB since 
last report. 


4.5 Example of SP submitted on departure from a Port within AUSREP 
Area to a Port outside AUSREP Area: 
(May be submitted up to 24 hours prior to sailing and up to 2 hours after 


departure). 

Format Example 

AUSREP SP AUSREP SP 

A. Vessel’s name and call sign A. fae phil ina 

F. Speed ze 

H. Date/Time and departure port for  H. 0205002 Fremantle 
this voyage 

I. Next overseas destination and |. Jakarta 090600Z 
ETA 

K. Date/Time and point of exit from K. 080600Z 1200S 
AUSREP area 10700E 

L. Route (vessels intended track) L. To 2900S 11327E then 

1200S 10700E 

M. Coast radio/maritime M. GKA, VIP, VIO, PRI, 
communications stations 9VG. (INMARSAT 
monitored 1290617) 

N. Nominated daily report time N. 04002 

V. Medical personnel V. No medic 

X. Remarks X. Report to AMVER 


Message transmitted: AUSREP SP A LOLLIPOP/V2LZ F 12 H 020500Z 
Fremantle | 090600Z Jakarta K 080600Z 1200S 10700E L to 2900S 
11327E to 1200S 10700E M GKA VIP VIO PRI 9VG (INMARSAT 
1290617) N 0400Z V no medic X report to AMVER. 

Note: In the case of a foreign vessel whose next port of call is outside 
Australia, if the Master does not intend to send position reports, this 
should be indicated in the AUSREP SP by inclusion of the group NOREP 
in paragraph N. 


4.6 Example of SP submitted on departure from and to a Port both 
within AUSREP Area: 
(May be submitted up to 24 hours prior to sailing and up to 2 hours after 


departure). 

Format Example 

tata il SP AUSREP SP 
Vessel's name and call sign A. LOLLIPOP/V2LZ 

F Speed F.. *i2 


H. Date/Time and point of entry into —_—H. 
AUSREP system (Australian port 
of departure) 

K. Date/Time and point of exit from K. 
AUSREP system (Australian port 


2122002 Adelaide 


Melbourne 231400Z 


of arrival) 
L. Route (vessel's intended track) L. Coastal direct 
M. Coast radio/maritime M. Via VIM 
communications station 
monitored 
N. Nominated daily reporting time N. 01002 
V. Medical personnel V. No medic 
X. Remarks Xx. Nil 


Message transmitted: AUSREP SP A LOLLIPOP/V2LZ F 12 H 212200Z 
Adelaide | Melbourne 231400Z L Coastal direct M VIA VIM N 0100ZV 
no medic. 


4.7 Example of SP submitted when transiting AUSREP Area from and 
to a Port not in AUSREP Area: 


Format Example 

AUSREP SP AUSREP SP 

A. Vessel’s name and call sign A. oe POP/V2LZ 

F. Speed =z 

G. cane of last port of call G. ouiban 

H. Date/Time and point of entry into H. 120800Z 3550S 
AUSREP system 07500E 


Next overseas destination and I. 


Surabaya 190200Z 
estimated time arrival 


AUSTRALIA 


K. Date/Time and point of exit from K. 172330Z 0806S 
AUSREP system 10107E 

L. Route L. Rhumb line 

M. Coast radio/maritime stations M. VIP, 9VG, PKI 
monitored 

N. Nominated daily report time N. 0600Z 

V. Medical personnel carried V. No medic 

X. Remarks X. Pass to AMVER 


Message transmitted: AUSREP SP A Lollipop/V2LZ F 15 G DurbanH 
120800Z 3550S 07500E | Surabaya 190200Z K 172330Z 0806S10107E 
L RL M VIP 9VG PKI N 0600Z V no medic X pass to AMVER. 


4.8 Position Report (AUSREP PR): 

Each day at the nominated daily reporting time given in the SP, a PR 
should be transmitted to the Centre. The first PR is required within 24 
hours of the SP, and daily thereafter at the nominated daily reporting 
time, including the day of arrival at, or departure from the AUSREP area. 
The information contained in the PR will be used by the Centre to update 
the plot. The PR must reflect the position, course and speed of the ship 
at the time of the report. If it is found necessary to alter the nominated 
daily reporting time, the alteration should be shown in the PR sent before 
the change. 

If any PR is sent at a time other than previously nominated by the 
ship, the time of this PR must not exceed 24 hours from the previous 


port. 

The ETA at the Australian destination, or AUSREP area boundary, is 
always confirmed in the last PR of a passage. It may also be amended 
in any report whenever the Master is aware of a revised ETA. 


4.9 Mandatory AUSREP components for a PR: 
Mandatory AUSREP format components for a PR are: 
AUSREP PR 


An Ger: 
4.10 Example of a PR: 
Format Example 
reer PR AUSREP PR 
A.  Vessel's name and call sign A. LOLLIPOP/V2LZ 
B. Date/Time of position (UTC) B. 030400Z 
C. Position C. 0748S 07940E 
E. Course Eon 129 
F. Speed Fa? 8:5 
X. Remarks (for example, change of X. ETA now 060200Z 


reporting time or revised ETA) 
Message transmitted: AUSREP PR A LOLLIPOP/V2LZ B 030400ZC 
0748S 07940E E 129 F 8.5 X ETA now 060200Z. 


4.11 Deviation Report (AUSREP DR): 

Should a vessel, at any time, be in a position more than 2 hours 
steaming from the position that would be predicted from the last SP or 
PR, then a deviation report must be sent. 


4.12 Mandatory AUSREP components for a DR: 
Mandatory AUSREP format components for a DR are: 
AUSREP DR 

A, B, C + (extra components — see example below). 


4.13 Example of a DR: 


Format Example 
AUSREP DR AUSREP DR 
A. Vessel name and call sign A. LOLLIPOP/V2LZ 
B. Date/Time of position (UTC) B. 0502002 
C. Position C. 3900S 14500E 
(Then include whichever format components are affected by the 
gata tole 
Speed Fis 9 
f Destination and ETA |. Adelaide 080200Z 
X. Remarks (include reason for X. Reduced speed due to 


deviation, for example, reduction 

in speed due weather, change of 

route or port of destination, etc.) 
Message transmitted: AUSREP DR A LOLLIPOP/V2LZ B 050200ZC 
3900S 14500E F 9 | Adelaide 080200Z X reduced speed due to main 
engine problems. 


4.14 Final Report (AUSREP FR): 

When the vessel approaches the Australian destination and arrives 
at a position where VHF contact is made with the local Harbour Authority 
or pilot station, which under normal conditions is within 2 hours steaming 
of the pilotage, a FR is sent to the Centre. Under no circumstances 
should a FR be sent more than 2 hours before arrival. Alternatively, if 
the arrival is outside radio watchkeeping hours, the FR may be phoned 
immediately after berthing, but no later than 2 hours after arrival. If it is 
known that the vessel is to anchor or berth where telephone facilities 
are not available, then the FR should be passed through the appropriate 
coast radio/maritime communications station. 

For a vessel departing from the AUSREP Area the FR is to be sent 
after crossing the area boundary and not later than the next nominated 
daily reporting time. 


4.15 Mandatory AUSREP components for an FR: 
Mandatory AUSREP format components for an FR are: 
AUSREP FR 


main engine problems. 


A, K, X. 

4.16 Example of an FR on arrival at a port in AUSREP Area: 
Format Example 

AUSREP FR AUSREP FR 

A. Vessel’s name and call sign A. LOLLIPOP/V2LZ 
K. Date/Time and port of arrival K. 0802002 Adelaide 
X. Remarks (must include the X. Final Report 


words Final Report 
Message transmitted: AUSREP FR A LOLLIPOP/V2LZ K 080200Z 
Adelaide X Final Report. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


4.17 Example of FR, vessel departing AUSREP Area: 


Format Example 

AUSREP FR AUSREP FR 

A.  Vessel’s name and call sign A. LOLLIPOP/V2LZ 
K. Date/Time and point of exit from K. 070030Z 1100S 


10631E 
Final Report 


AUSREP area 

X. Remarks (must include the xX. 

words Final Report 

Message transmitted: AUSREP FR A LOLLIPOP/V2LZ B 070030Z 

1100S 10631E X Final Report. 

4.18 Method of Passing Reports: 

In an Australian port: 

A reverse charge telephone call or telex may be used when making 
an AUSREP or SAR message. INMARSAT calls are acceptable at 
senders expense. 

It is advisable to communicate all reports direct from the ship to the 
Centre to avoid delays associated with intermediate agencies: 
Telephone (062) 68 7920 (reverse charge); Telex: 62349; Facsimile 
(062) 57 2036. 

At Sea: 

All reports are addressed SEA SAFETY CANBERRA and may be 
sent free of charge through any Australian maritime communication 
station controlled by the Overseas Telecommunication Commission. 
Schedules and frequencies are given in Admiralty List of Radio Signals, 
Vol. 1, and in the Marine Information Manual — Australia. Reports passed 
through INMARSAT will be accepted but will be at the senders expense. 
All reports sent by voice should include the mandatory components 
including the identifying letter. 

5.0 Overdue Reports: 

TO AVOID UNNECESSARY SEARCH ACTION IT IS MOST 
IMPORTANT that ships report at the nominated reporting time each day 
and send their FINAL REPORT when leaving the AUSREP area. If a 
ship is unable to pass a Position Report due to unserviceable radio 
equipment or illness of the radio officer, all attempts must be made to 
pass a signal to this effect through another vessel, harbour or other 
shore authority, either by VHF, signalling lamp, or use of emergency 
transmitter. 

Be 4s taken by the Centre 

ety reporting system; if an expected report is not received 
by rh entre within 2 hours, necessary steps are taken to ascertain 
the safety of the vessel. The following is an outline of the action that will 
be taken should a report become overdue. Circumstances may dictate 
more rapid action. 

1. During the first 2 hours internal checks will be carried out. 

2. Vessel will be listed on traffic lists requesting Master to furnish the 
overdue report. 

3. At 6 hours overdue broadcast of ship's call sign with (JJJ/REPORT 
IMMEDIATE indicator’) will precede traffic lists indicating concern 
due to non-receipt of PR/FR. An all station (CQ) inquiry may be 
initiated. 

4. Extensive communication checks with Australian and overseas 
radio stations, owners, agents and other vessels are carried out to 
trace the last sighting or a contact with the vessel with the aim of 
confirming her safety. 

5. At 24 hours overdue the JJJ/REPORT IMMEDIATE broadcast may 
be upgraded to the Urgency Signal XXX/PAN indicator. Search 
planning will be in progress and details included in NAVAREA X 
and facsimile weather broadcasts via AXM and AXI. By the time 
the report is 24 hours overdue, positive action will have been 
initiated to locate the vessel. This action will include the launching 
of search aircraft where possible. However, as indicated in 
paragraph 2.5, due to aircraft range limitations the resources 
available for an air search decrease with distance from an 
Australian base. The maximum distance offshore, that can be 
covered by an air search is on chartlet (See “Plan”). 

* This signal consists of the vessel's call sign followed by JJJ/(RTG) or 
report immediate (RTF). Any sighting of, or communication with, this 
vessel by any other vessel should be reported immediately to the CRS/ 
MCS stating time of contact, position and estimated course and speed 
of the vessel overdue for report. 

6.0 Notes on Procedures: 

6.1 Date/Time Group: 

Dates and times contained in AUSREP reports are to be in Universal 

Co-ordinated Time (UTC) which is indicated by the suffix ‘x’. 

Example: 5 November 1982, 0600 LMT (UTC 9 hrs.) transmitted as 

041100Z. 

6.2 Latitude and Longitude: 

Latitude 

Four figure group indicated by suffix ‘S’ (south). 

Example: Latitude 06° 15’ 46” South. Transmitted as 0616S. 

Longitude 

Five figure group indicated by suffix ‘E’ (east). 

Example: Longitude 82° 06’ 24” East. Transmitted as 08206E. 

6.3 Intended Route: 

Indicate Great Circle or Rhumb Line with way points being followed, 

expressed in latitude or longitude. Courses are not required if way points 

are mentioned. 

6.4 Speed: 

Anticipated average speed vessel will make till next report time. 

6.5 Course: 

True course anticipated until next reporting time. When more than one 

course will be steered enter ‘various’. If course shown as ‘various’, the 

Centre will interpret this as being the normal courses a vessel will follow 

on that particular passage. However, if the above assumption does not 

apply, clarification should be made. 

6.6 Radio Stations Monitored: 

List stations which the vessel normally works to contact managers, 

owners, charterers and agents, etc., in addition to Australian maritime 

communications stations monitored. If the ship is fitted with INMARSAT, 
the number should also be included. 
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6.7 Nominated Daily Reporting Times: 
When nominating their daily reporting time, Masters of single-radio- 
operator-ships will appreciate that reports nominated during the last 
single-operator-period of the day, if not received, cannot be followed up 
until the next radio watch period. This may cause considerable delay in 
activating any SAR action that may be required. It is therefore desirable 
= reports are transmitted during the first single-operator-period of the 
jay. 

If any position report is different from the PR time, the next report 
should be no more than 24 hours from that PR time. 
6.8 Two Hour Rule: 
Should a vessel, at any time, be in a position more than 2 hours steaming 
from the position that would be predicted from the last SP or PR, a 
deviation report MUST BE SENT. 
6.9 Severe Weather: 
Vessels which anticipate passing through areas of severe weather 
conditions or are experiencing severe weather, are urged to report their 
position at more frequent intervals to the Centre. The time of their next 
anticipated Position Report should be included under Remarks. 
6.10 Reports to AMVER: 
Whilst participating in AUSREP, Masters may also wish their reports to 
be forwarded to New York for inclusion in the AMVER plot. This should 
be indicated in report remarks, and will particularly relate when sending 
the Final Report when vessel leaves the AUSREP area. 
6.11 Reports to JASREP: 
Reports from ships to JASREP are not forwarded by the Centre unless 
exceptional circumstances apply. Ships are requested to pass these 
reports direct. 
6.12 Computer Processing by the Centre: 
To enable efficient processing by the Centre’s computer, ships are 
encouraged to send reports in IMO format as detailed throughout. 


APPENDIX A: Detailed Reporting Requirements: 

A.1 Dangerous Goods Reports: 

Primary reports should contain items A, B, C, M, Q, R, S, T, U of the 

ag reporting format; details for R should be as follows: 

Correct technical name or names of goods. 

. UN number or numbers. 

. IMO hazard class or classes. 

. Names of ale ei of goods when known, or consignee 

or coon 

. Types o packages including identification marks or whether in 

portable tank or tank vehicle or packed in vehicle, freight 
container or other transport unit. 

. An estimate of the quantity and likely condition of the goods. 

. Whether lost goods floated or sank. 

. Whether loss is continuing. 

Cause of loss. 

If the condition of the ship is such that there is danger of further loss of 

packaged dangerous goods into the sea, items P and Q of the standard 

a format should be reported; details for P should be as follows: 

P 1. Correct technical name or names of goods. 

. UN number or numbers. 

. IMO hazard class or classes. 

. Names of Octetrmnesy of goods when known, or consignee 

or rl gus 

. Types o' packages including identification marks or whether in 

portable tank or tank vehicle or packed in vehicle, freight 
container or other transport unit. 

6. An estimate of the quantity and likely condition of the goods. 
Particulars not immediately available should be inserted in a 
supplementary message or messages. 

Note: The detailed reporting requirements in Section 3 of the appendix 
are based on MSC/Circ. 360 for dangerous goods reports and 
Resolution MEPC.22(22) for harmful substances reports and 
marine pollutant reports. 
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A.2 Harmful Substances Reports: 

In the case of actual discharge, primary harmful substances reports 

should contain items A, B, C, E, F, L, M, N, Q, R, S, T, U, X of the 

standard reporting format. In the case of probable discharge, item B 

should also be included. Details for P, Q, R, T and X should be as 

follows: 
P 1. Oil or the correct technical name of the noxious liquid 
substances on board. 

. UN number or numbers. 

. Pollution category (A, B, C or D), for noxious liquid substances. 

. Names of manufacturers of substances, if appropriate, where 
they are known, or consignee or consignor. 

. Quantity. 

. Condition of the ship as relevant. 

. Ability to transfer cargo-ballast-fuel. 

. Oil or the correct technical name of the noxious liquid 

discharged into the sea. 

UN number or numbers. 

. Pollution category (A, B, C or D), for noxious liquid substances. 

Names of manufacturers of substances, if appropriate, where 

they are known, or consignee or consignor. 

An estimate of the quantity of the substances. 

Whether lost substances floated or sank. 

Whether loss is continuing. 

Cause of loss. 

. Estimate of movement of the discharge or lost substances, 

giving current conditions if known. 

. Estimate of the surface area of the spill if possible. 

. Name, address, telex and telephone number of the ship's 
owner and representative (charterer, manager or operator of 
the ship or their agent). 

. Actions being taken with regard to the discharge and the 
movement of the ship. 
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2. Assistance or salvage efforts which have been requested or 
which have been provided by others. 
3. The Master of an assisting or salvaging ship should report the 
particulars of the action undertaken or planned. 
Particulars not immediately available should be inserted in a 
supplementary message or messages. 
The Master of any ship engaged in, or requested to engage in an 
operation to render assistance or undertake salvage should report, 
as far as practicable, items A, B, C, E, F, L, M, N, P, Q, R, S, T, U, 
X of the standard reporting format. 


A.3 Marine Pollutants Reports: 

In the case of actual discharges, primary marine pollutants reports 
should contain items A, B, C, M, Q, R, S, T, U, X of the standard reporting 
format. In the case of probable discharge, item P should also be 
included. Details of P, Q, R, T and X should be as follows: 


P 1. Correct technical name or names of goods. 

2. UN number or numbers. 

3. IMO hazard class or classes. 

4. Names of manufacturers of goods when known, or consignee 
or consignor. 

5. Types of packages including identification marks or whether in 
portable tank or tank vehicle or packed in vehicle, freight 
container or other transport unit. 

6. An estimate of the quantity and likely condition of the goods. 

1. Condition of the ship as relevant. 

2. Ability to transfer cargo-ballast-fuel. 

R_ 1. Correct technical name or names of goods. 

2. UN number or numbers. 

3. IMO hazard class or classes. 

4. Names of manufacturers of goods when known, or consignee 
or consignor. 

5. Types of packages including identification marks or whether in 
portable tank or tank vehicle or packed in vehicle, freight 
container or other transport unit. 

6. An estimate of the quantity and likely condition of the goods. 

7. Whether lost goods floated or sank. 

8. Whether loss is continuing. 

9. Cause of loss. 

T 1. Name, address, telex and telephone number of the ship's 
owner and representative (charterer, manager or operator of 
the ship or their agent). 

X 1. Action being taken with regard to the discharge and movement 


of the ship. 
2. Assistance or salvage efforts which have been requested or 
which have been provided by others. 
3. The Master of an assisting or salvaging ship should report the 
particulars of the action undertaken or planned. 
Particulars not immediately available should be inserted in a 
supplementary message or messages. 
The Master of any ship engaged in or requested to engage in an 
operation to render assistance or undertake salvage should report, 
as far as practicable, items A, B, C, M, P, Q, R, ¢ T, U, X of the 
standard reporting format. 


APPENDIX B: See Page 64 


APPENDIX C: Check List for AUSREP Reports: 
AUSREP REPORTS CHECK LIST 
SP PR FR DR 


(ls eee ee 

| ts] date/time of position 
| [®t Halong of position 
ES a a be 

ons rete ie j ere FE 


%o% last port of call, only when 
entering from overseas 


H date/time and point of entry 
(lat/long) into AUSREP area 
or Australian port. of 
departure 

| %% t next overseas destination 
and ETA 

J % whether pilot is carried on 
vessel 


K t date/time and point of exit, 
either the next Australian port 
OR lat/long when leaving the 
AUSREP area 


CS! a ee ee 


Fit elon cap bro + MCS monitored/INMARSAT 


OmimMo|waI|> 


NUMBER 


t nominated daily reporting 
time 


Ee Ed ee) medical personnel carried 
Pt remarks 


* Mandatory. 

%% This information is only required when entering or departing the 
AUSREP area. 

t Include these only if affected by the deviation. 

% Notification of pilot required for all Barrier Reef passages. 

More detailed information about these message components will be 
found in Section 3.0 (AUSREP format components). 


Sale|) eal 


AUSTRALIA 


FEDERAL SEA SAFETY AND SURVEILLANCE CENTRE: 
Information Notice 

The International Convention for the Safety of Life at Sea, requires 
governments “to ensure that any necessary arrangements are made for 
the rescue of persons in distress at sea, around its coasts’. The 
Australian Government being a signatory to the International Convention 
for the Safety of Life at Sea, established the Marine Operations Centre 
in April 1972 to comply more fully with the Convention's requirements. 

The Centre was subsequently renamed as the Australian Coastal 
Surveillance Centre (ACSC) in 1978 with the introduction of an enhanced 
coastal surveillance function and renamed again in 1984, as the Federal 
Sea Safety and Surveillance Centre (FSS&SC). This recent change 
reflects the Centre's primary role of Search and Rescue, as the coastal 
surveillance function has been largely transferred to the Coastal 
Protection Unit of the Australian Federal Police, which is co-located 
within the Centre. 

The Federal Sea Safety and Surveillance Centre is a part of the 
Department of Transport’s Maritime Safety Division, situated in Canberra 
in the Australian Capital Territory. The FSS&SC is in fact Australia’s 
Maritime Rescue Co-ordination Centre. 

The principal function of the FSS&SC is therefore the co-ordination 
of marine search and rescue activity, (other than incidents involving the 
defence forces), within the area of Australian responsibility, which is 
shown in the instructions of the Australian Ship Reporting System. The 
FSS&SC works in close liaison with the State Authorities who are 
responsible for SAR activity within port limits, and where their facilities 
permit, for small craft such as pleasure boats and fishing vessels in near 
coastal waters. The State police are the local SAR Authority around the 
Australian coastline, and are often assisted by the various volunteer 
coastal associations. 

For incidents which occur further out to sea and those beyond the 
resources of the State Authorities, Defence Forces and Civil marine/ 
aviation facilities are used to perform the air or sea search and the 
resulting rescue. 

The facilities of the FSS&SC are available to all seafarers whether 
they are private boating enthusiasts, commercial fishermen or 
professional seamen of the merchant fleets of the world. When a vessel 
is in distress and lives are at stake, no effort is spared to search for and 
rescue survivors. 

The FSS&SC is manned continuously 24 hours a day by co-ordinators 
with considerable marine and in some cases aviation qualifications and 
experience. These men have specialised knowledge in search and 
rescue procedures to analyse the various situations that may arise and 
devise methods to resolve them. 

Communications are the very heart of all search and rescue co- 
ordination and the FSS&SC is well equipped with a network of telephone 
and telex systems giving a complete coverage throughout Australia, and 
overseas to other international marine authorities, such as the U.S. 
Coast Guard at Honolulu, San Francisco, and New York, Lloyd's 
Intelligence, London and the Japanese Maritime Safety Agency in 
Tokyo, to name only a few. 

Apart from telephone and telex links, radio communications play a 
major role when co-ordinating a SAR incident. The Overseas 
Telecommunications Commission (OTC) maintains the coast radio 
stations (CRS) around the Australian coastline, and it is these radio 
stations which provide the vital link between the ship and shore. The 
CRS also have direct telex lines to the FSS&SC. 

When advice is received at the FSS&SC of a distress, or any 
information likely to be related to distress, the duty co-ordinator will 
initiate whatever action he considers necessary depending on the type 
of incident reported, whether it be a single flare sighting, a report of a 
vessel or yacht overdue, a vessel grounding, or a radio received distress 
message. 

Also operated at the Federal Sea Safety and Surveillance Centre as 
a functional part of the SAR framework is the Australian Ship Reporting 
System (AUSREP), the area of operations being the same as for the 
Australian SAR Organisations. AUSREP was introduced in December 
1973 on a voluntary basis to enable mariners to familiarise themselves 
with the reporting system. Since then legislation has been passed which 
makes AUSREP compulsory for all Australian flag vessels and foreign 
vessels under certain circumstances which are explained in the 
AUSREFP Instructions and the relevant Marine Notice. However, all ships 
are encouraged to participate whenever they are in the AUSREP area. 

In addition to the Centre’s functions in the SAR role, the FSS&SC is 
also the section of the Department of Transport responsible for: 

(i) Co-ordination and promulgation of Navigational Warnings 
(NAVAREA X), Australian Coastal Navigation Warnings 
(AUSCOAST) and weapons practice warnings. 

(ii) Operation of the Licensed Foreign Fishing Vessel Reporting 
System in the 200 nautical miles Australian Fishing Zone. 

In all aspects of the Federal Sea Safety and Surveillance Centre's 
activities, over 2,000 incidents a year are handled, ranging from co- 
ordination of full scale search and rescue operations, planning 
evacuation of medical cases at sea, plotting the movements of oil slicks 
and spillage to receiving reports of illegal fishing by foreign fishing 
vessels and various flare sightings, around Australia’s coastline. 
PILOT LADDERS: The Merchant Services Guild of Australia has 
advised that as from 1st December, 1975, Pilots will not board any ships 
on which the height from sea level to point of access exceeds 9 m., 
unless prior written assurance is given by the owner or Agent that 
arrangements have been, or will be, made to satisfactorily alter the ship's 
construction or equipment at the earliest opportunity. The only 
acceptable means for boarding ships with freeboard in excess of 9 m. 
is by a pilot ladder secured at an opening in the ship's side, or by an 
approved combined system of pilot ladder and accommodation ladder. 
The notice has been issued by the M.S.G.A. as, although the “9 m. rule” 
has been part of Australian and SOLAS regulations for some years, their 
members have found that a high number of vessels are not fully 


complying. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, England 


APPENDIX B: Ship's particulars: 


Information contained in this form will only be used for the purpose 


of safety of life at sea. 
EXAMPLE 


Basic Vessel Details 


Vessel's Name BLACK PURPLE 
Call Sign CYAN 
Previous Name WHITE RED 


Previous Call Sign GREY 
Bulk Carrier 


Vessel Type 


Vessel Size (Length and 
Deadweight Tonnage 185 metres 35000 DWT 


Hull Colour Black 


Superstructure Colour 
and Position 


White/Aft 


Normal Complement 


of Vessel 26 


Yes [] No (J 


Doctor or Medical Personnel Carried 


Owner Operator Details 


Registered Owner's 
Name 


Telephone 
(Business) 


Telex 9999 


Address 999 Black Street 
Sydney NSW 2699 


Orange White Inc. 


Sydney 99-9999 


Facsimile 11-1117 


Complete this section if Registered Owner is NOT the actual vessel 
operator 


Management 
Company's Name 


Telephone (Business) Sydney 88-8888 


8888 Facsimile 22-2222 


Address 999 White Street 
Sydney NSW 2688 


Green Ship Management 


Telex 


Please provide details of TWO contacts ashore (e.g. Marine 
Superintendents) who could supply current information on the 
vessel 


Name Mr Black 
Telephone (Business) Sydney 22-2222 
Teiephone (Home) Sydney 33-3333 


Address 888 Grey Street 
Sydney NSW 2677 


Name Mr White 
Telephone (Business) Sydney 44-4444 
Telephone (Home) Sydney 55-5555 


Address 777 Blue Street 
Sydney NSW 2655 


Main Australian Agent 


Agent's Name Blue Agency 
Telephone Business Melbourne 44-4444 
Telex 4444 Facsimile 77-7777 


Address 99 Yellow Street 
Melbourne Vic 2599 


Please attach two colour photographs of your vessel; one beam on, the 
other aerial (if possible). If you are unable to supply photographs, please 
sketch the vessel - illustrating main features and colours. 


Ship Classification 


Classification 
Society's Name 


Telephone (Business) London 99-9999 
Telex 9999 Facsimile 68-8888 


Address 333 Indigo St 
London U.K. 


Lloyd's Register 


Classification Society 


: Lloyd's Agent 
Representative's Name 


Telephone (Business) Sydney 66-6666 


6666 


777 Violet Street 
Sydney NSW 2655 


Telex Facsimile 33-3333 


Address 


Emergency Position Indicating Radio Beacons (EPIRBs) 


; Where Battery 
4 


121.5/243 MHz | Black Electronics Liferafts 
Sydney 

White Electronics 
Perth 


2 121.5/406 MHz Bridge 


Wings 


Radar Characteristics 
MHz (Milliseconds) | (seconds) 
Decca 1226 9400 
3100 


1.0/0.25 2 
0.4 4 
Search and Rescue Radar Transponder (SART) 


[womoer [Frequency | _Marutecurer [Where Cored | 
9.3 Giga Hz Nippon Electronics Tokyo Lifeboats 


Position Fixing Aids Fitted (e.g. SATNAV) - Please list below 


Pulse Repetition 
Frequency (MHz) 


850/1700/3400/750 


Ratheron 450 750 


SatNav, DF, Loran, Radar, Omega, Decca 


INMARSAT Number (if fitted) 
11223344 


Is there a helicopter landing/transter position? 


Location No. 4 Hatch 


Please list any other details you consider relevant or which may assist search 
and rescue co-ordinators 


Maximum weight 


deck can support 30 tonnes 


See attached photograph 


26th January 1989 


Date 


PILOTAGE: Coastal and Reef Pilotage: Licensed pilots are available 
for the whole of the Queensland coast, including Torres Strait, the Inner 
Route of the Great Barrier Reef, the Great North East Channel, and the 
reef entrances at Hydrographers Passage, Palm Passage and Grafton 
Passage. See “Torres Strait” for details. 

Compulsory Pilotage: The Inner Route of the Great Barrier Reef 

between Cape York (Lat. 10° 41’ S.) and Cairns (Lat. 16° 40’ S.), and 

also Hydrographers Passage, has been declared a Compulsory Pilotage 

District. All vessels 70 m. or more in length and all loaded oil tankers, 

chemical carriers and liquified gas carriers, regardless of length, are 

required to use the services of a licensed Pilot. See “Torres Strait”. 

IMO Recommendation on Pilotage: The attention of Shipmasters is 

drawn to the IMO Recommendation A(710) on pilotage in Torres Strait 

and the Great North East Channel. See “Torres Strait’. 

Authorities: 

Queensland Coastal Pilot Service Pty.Ltd., Level 13, Dalgety House, 
145 Eagle Street, Brisbane, Queensland, Australia (Postal address: 
GPO Box 209, Brisbane, Queensland 4001). Tel: (07) 839-5144. FAX: 
(07) 839-5242. Telex: AA 140222 TORRES. Cables: 4B TORRES. 
Contact: Perry Sutton (after hours Tel: (07) 399-1478). lain Steverson 
(after hours Tel: (07) 263-2642). 

The Queensland Coast and Torres Strait Pilots Association Pty.Ltd., 
Suite 14, 2 Argyle Street, Breakfast Creek, Queensland 4010, Australia 
(Postal address: P.O. Box 338, Albion, Queensland 4010). Te/: (07) 262- 
4600. FAX: (07) 262-5633. Telex: AA140003 (answerback REEFS). 
Cables: 4BREEFS BRISBANE. Contact: Richard Newman, Operations 
Manager (after hours Tel: (07) 379-3952). 

HOLD LADDERS: The Department of Transport in Canberra has 

handed down a ruling on this matter. 

In future, all vessels loading or unloading at Australian ports require 
to be fitted with hold ladders which comply with specifications detailed 
in Marine Order No. 12 of 1986, part 32. Contrary opinions of local 
surveyors are academic. A vessel arriving without approved ladders 
would require to be made the subject of an application for exemption 
by the agents. 

Obtaining exemption requires application to the Department of 
Transport Regional Director, at state level. Such exemption will normally 
be granted within 24 hours of receiving a written request. This exemption 
only applies to operations which do not require W.W.F. labour. 

For the guidance of owners, we precis below details of the required 

ladder types:— 
Bulk Carriers: Bulk carriers, and other vessels exclusively used in bulk 
trade, must be fitted with a vertical entrance section with a maximum 
length of 25 m. and a bottom vertical section with a maximum length of 
6 m. The section joining these two must be of stairway design with hand- 
rails and access platforms. 
General Cargo Vessels: Vessels with tweendecks may be fitted with 
vertical ladders provided the distance between each deck does not 
exceed 6 m., and provided that a person may step on to the tweendeck 
and rest in safety. Intermediate decks used as resting stages are to be 
fenced off. Where the distance between decks exceeds 6 m., stairway 
must be fitted for the full length. 

Full details of the requirements, including maximum angles of ladders, 
dimensions of steps, platforms, etc., may be obtained from the vessel's 
agent. 

HEALTH: The Procedure for Clearance of ships at ALL ports in Australia 

is as follows: 

An overseas vessel approaching a port should by radio supply the 
Agent not more than 24 hours and not less than 12 hours prior to arrival, 
answers to the following questions: 

Note: Masters or Medical Officers who wilfully make a false statement 

in answer to questions A - H, are liable to a fine not exceeding $5000 

or imprisonment for a period not exceeding two years. 

Question 
. Name, Call Sign, Type and Nationality of vessel? 

. Where from and Departure Date? 

. Where Bound and ETA First Port? 

. ETD and Name of Next Port? 

. Details of any death during the current voyage or cases 
of illness during the last 21 days with a fever of 38°C or 
above, and 

(a) Accompanied by rash, Jaundice or Glandular swelling, or 

(b) Accompanied by diarrhoea lasting longer than 24 hours. 
F. Are there any animals on board? 

G. Pati you carried livestock in the last six months? 
es - 
List type, ports visited and cleaning performed 
sinced last livestock voyage- 
H. Date of Derat/Derat Exemption Certificate? 

Optional section (Answering this Section may assist in the clearance of 

your vessel when it arrives in port). 

(a) Do you undertake not to discharge ballast while in 


Answer 


mOoOQW> 


Yes/No 
Yes/No 


Australian waters. Yes/No 
If no, have you: 
(b) Exchanged ballast water at sea during the voyage and 
logbook cerifications of time and coordinates when 
reballasting occurred: or Yes/No 
(c) Is your vessel part of a compliance arrangement for 
ballast water control accepted by Australian Quarantine 
and Inspection Service? Yes/No 


Note: 

1. The granting of Pratique to a vessel does not release it from being 
subject to quarantine. Goods required separate clearance. 

2. Radio Pratique may be given to all vessels except yachts and other 
small vessels, and stock vessels, provided satisfactory answers are 
given to the quarantine questionnaire. Stock vessels will require a 
Satisfactory report from Agricultural Quarantine. 

3. When Radio Pratique has been issued a Quarantine Officer may 
board to deliver the Certificate of Pratique after the vessel has berthed. 
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4. Vessels must fly the “Q” flag until after Pratique has been granted 
by radio or otherwise. The Agent must deliver the answers to the 
questionnaire to Quarantine. 

Authority: Department of Primary Industries and Energy, G.P.O.Box 858, 
Canberra, A.C.T. 2601. Tel: (06) 272-3933. Telex: 62188. FAX: (06) 272- 
5161. 

Australian Quarantine and Inspection Service, P.O.Box 858, Canberra, 
A.C.T. 2601. Tel: (06) 272-5574. FAX: (06) 272-4873. Contact: Barrier 
Operational Section. 

Medical: 

(a) There are now no requirements for Vaccination/Fever Certificates 
in Australia, except for a Yellow Fever Certificate if a person has 
visited an area infected in the previous 6 days. 

(b) Inoculations and vaccinations can be carried out at most ports in 
Australia by arrangement with a general practitioner through 
Shipping Agents. Yellow Fever can be done through a number 
of centres, and shipping agents should be contacted for 
information in this regard. 

Services: 

(a) Most ports in Australia can provide renewal or extension of the 
International Derat Certificate. 

(b) Refuse disposal services are available at most Ports in Australia 
(see “Notice to Masters” below). The charges for these services 
are fixed by the Port Authority. 


LOAD LINE ZONE: Extended Tropical Load Line Zone: At the request 
of the Australian Government, IMO has issued to Member Governments, 
a circular advising that commencing 1st May, 1986, Australia intends to 
permit Australian flag vessels and, where approved by other 
Governments, vessels flying their flag, to load to Tropical Load Line 
marks at the ports of Dampier, Port Hedland and Port Walcott between 
1st May and 30th November each year. 

In effect, a ship loading at any of these ports and bound for a port in 
the Summer Zone, e.g. Japan or North Europe, will be permitted to 
submerge its Summer Load Line by an amount commensurate with the 
fuel, etc., that will be consumed during passage through the Seasonal 
Tropical Area and the Tropical Zone to the North of these ports. 


SHIP SUPPLY SERVICE: The National Safety Council of Australia has 
some capability in this regard as follows: 

NORTH QUEENSLAND COAST: Approximate area from Cape York 
(Lat. 10° 42’ S., Long. 142° 35’ E.) to abeam Rockhampton (Lat. 23° 
25’ S., Long. 150° 50’ E.), up to 100 nautical miles offshore. Helicopter 
is based at Townsville (Lat. 19° 15’ S., Long. 146° 46’ E.) and 
approximate transit time can be calculated by 100 knot cruise speed. 

Contact: National Safety Council of Australia, Queensland Division, 
Townsville S.A.R., 16 Belinda Street, Aitkenvale, Queensland, 4814. 
Tel: (077) 79 6511, (077) 75 3647. Facsimile: (077) 79 6356. 

VICTORIA COAST: Approximate area from Merimbula in New South 
Wales (Lat. 36° 54’ S., Long. 149° 54’ E.) round S.E. point of Australia 
and along Southern coast of Victoria to Portland (Lat. 38° 19’ S.,Long. 
141° 28’ E.). Helicopter cruise speed 100 knots, aircraft based at Morwell 
in Victoria (Lat. 38° 13’ S., Long. 146° 28’ E.), operating up to 
100 nautical miles offshore. 

Contact: National Safety Council of Australia (Head Office), P.O. Box 
700, Traralgon, Victoria 3844. Facsimile: (03) 267 7770. Telex: 35369. 

The helicopter types would be Bell 212 twin turbine medium lift 
machines which are equipped for Search & Rescue & Emergency work, 
including winch, infra-red scanner, VLF/OMEGA navigation system, 
Radar, ADF 320 for location of marine beacons, medical equipment, 
oxygen, etc. They carry crewmen with a ship to aircraft winch capability 
including stretcher recoveries. 

The NSCA operates an Emergency service only (i.e. not commercial 
work) and is available 24 hours a day throughout the year. Request for 
this service should be passed directly to the Australian Coastal 
Surveillance Centre. Aircraft carry Marine VHF and will normally make 
initial contact on Channel 16 using ships name as call sign. 

There is some possibility that the area covered by the NSCA will be 
increased later in 1984. 


GRAIN CARGOES: Guidelines for Grain Cleanliness Surveys: On 
arrival a vessel fixed to load grain must have holds clean, dry and free 
from loose rust scale, residues of previous cargoes or insect infestation. 
Ships’ crews cannot clean after the vessel has arrived at an Australian 
port and so every opportunity must be taken to prepare the holds 
enroute, as using shore labour is extremely costly and results in delay. 

Special attention must be paid to the cleaning of the high areas in the 
holds, including angles and ledges formed by hatch beams, cable 
casings, etc. The surveyors will also investigate access openings and 
spaces and also MacGregor type hatch covers. Rust scale and residues 
trapped between the leaves may, on closing the covers, fall and 
contaminate the cargo. 

Loose rust scale must be removed by high pressure hose or chipping 
and scraping. Areas where insect infestation may occur, in addition to 
those mentioned above, include wooden bulkhead sheathing, inside 
burlap seals, and also in the dry store. Grain surveys include a check 
on the dry store and cases have occurred where a vessel's holds are 
acceptable but a grain certificate has not been issued because of 
infestation in the store. 

The discovery of traces of live insects can result in an order for 
spraying or fumigation being issued. Whilst spraying can be carried out 
quickly and with minimal delay, a full fumigation requires the vessel to 
be placed under gas for 48 hours. Whilst this is carried out the crew will 
be required to be accommodated ashore. 

If holds are painted, either during drydocking or at sea immediately 
prior a grain loading, hatch covers should, if possible, be opened to 
allow paint fumes to escape. The temptation to paint over loose rust 
scale or cargo residues must be resisted as such measures will be 
spotted very quickly by the surveyor. 

These notes, whilst covering all aspects of hold preparation, are not 
exhaustive and a check should be made before fixing. 
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Fire Precautions on Grain Ships: A fire in the hold of a bulk grain vessel 
whilst on passage which forced the ship to return to the load port has 
prompted the Australian Federal Government to issue Marine Notice 
No. 26 (1988) on the subject. The apparent cause of the fire was grains 
of Barley coming into contact with the Permanent Hold Lighting. It is 
believed that grain lodged at the extremities of the light tube holder thus 
providing the contact necessary for combustion. 

In this case, the Lighting was located on the sides of the Hold rather 
than the usual deckhead location, but owners are reminded it is 
important to have the Hold Lighting SWITCHED OFF and Fuses 
removed when loading grain. 

TIME: Daylight saving is adopted in some States in accordance with 
table below: 


Western Australia| GMT + 8 hours No change 
Northern Territory GMT + 9.5 hours No change 
Queensland GMT + 10 hours No change 

South Australia GMT + 9.5 hours GMT + 10.5 hours 
Victoria GMT + 10 hours GMT + 11 hours 
Tasmania GMT + 10 hours GMT + 11 hours 


New South Wales GMT + 10 hours GMT + 11 hours 
Date of change may vary by as much as 14 days fron state to state 
(normally late October to early or mid-March). 


SHIPMASTER’S REPORT: July 1983. 

Radio/Health: | sent a request for Free Pratique to the Commonwealth 

Director of Health, Sydney, that being my first port, but the radio operator 

pS age our Radio Officer to address the message to Quarantine 
ydney. 

There was no advice as to the vessel having been granted Free 
Pratique when the Port Health Authorities boarded the vessel in Sydney. 
| was told that the Radio Pratique must be requested 18 — 24 hours 
prior to arrival from the Agents (see “Health” above). 

The questionnaire to be answered was Form 106 No. 3.13. 


ABBOT POINT, Queensland: 19.52 S. 148.05 E. 

(See Plan) 
PORT LIMITS: The area comprised within a line commencing at the 
intersection of the high water mark and meridian of Longitude 147° 59’ E. 
and bearing 000° True along that meridian to its intersection with parallel 
of Latitude 19° 48’ S.; then bearing 090° True along that parallel to its 
intersection with meridian of Longitude 148° 08’ E.; then by a line to the 
Northern extremity of Gloucester Head on Gloucester Island; then by 
the high water mark along the Western edge of Gloucester Island to the 
Southern extremity of the island; then by a line to the Northern extremity 
of Cape Gloucester; then by the high water mark to its intersection with 
the Northern edge of the wharf at Bowen; then by a line to the port 
entrance beacon to Bowen Boat Harbour; then by a line to the Southern 
extremity of Dalrymple Point; then by the high water mark to the point 
of commencement and including all navigable rivers and creeks 
communicating with that area and the banks and foreshores of the rivers 
and creeks. 
DOCUMENTS: See “Townsville”. 
PILOTAGE: Compulsory. Prior notice confirming ETA 24 hours before 
arrival to be given through local Agent. Boarding ground is Lat. 
19° 48.5’ S. Long. 148° 05’ E. or as directed by Pilot vessel. 

Maintain listening watch on VHF Channel 16/67. Standard IMO pilot 

ladder rigged as per IMO recommendations. Usually starboard side 1 m. 
above water. 
Coastal and Reef Pilotage: Pilotage through Hydrographers Passage, 
Palm Passage, Grafton Passage and the Inner Route of the Great 
Barrier Reef to Torres Strait is conducted by licensed pilots of the 
Queensland Coastal Pilot Service Pty.Ltd. and the Queensland Coast 
and Torres Strait Pilot Service. See “Torres Strait’ for details. For 
information about Hydrographers Passage see “Hay Point”. 

Masters are advised that pilotage in the Inner Route and at 
Hydrographers Passage is compulsory. Pilotage in the Great North East 
Channel is recommended by IMO. See “Torres Strait’. 
ANCHORAGE: Lat. 19° 49’ S., Long. 148° 06.5’ E. in 25 m. 
RESTRICTIONS: Ballast condition, propeller fully immersed with 
payne trim 1.8m. by the stern and forward draft not less than 2% 
fe) : 

No restrictions on time, however berthing at discretion of Harbour 
Master with regards to weather conditions. 

Engines must not be immobilised whilst alongside without prior 
permission of Harbour Master. 

Unberthing in accordance with state of tide and draft. Under keel 
clearance required is 10% of deepest draft plus 0.61 m. 

MAX. SIZE: Optimum max. size vessel is 297 m. LOA and 47.5 m. 
beam, however, consideration given to larger vessels provided that 
mooring arrangements on board vessel are satisfactory. 


With a rise of tide of 3.5 m., vessels may sail with a draft of 18.26 m. 


HEALTH: Standard Australian Regulations and procedures apply, radio 
pratique is available. 

VHF: Abbot Point Security maintains listening watch on VHF Channel 
16. Pilot vessel and tugs, call on VHF Channel 16 and work on VHF 
Channel 6. 

TUGS: 2 twin screw Zed-Pellor tugs of 56 tonnes bollard pull are 
available. Tugs’ lines always used. 
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BERTHING: One berth only which is a bulk coal loading facility, serviced 
by conveyor and shiploader. Length of berth fendering 268 m. Plus 4 
mooring dolphins. Depth of water in approaches is 17.2 m. below datum. 
Depth of water at berth is 19.4 m. below datum. 

Shiploader has a rated capacity of 4,600 tonnes/p.h. and an average 
capacity of 4,000 tonnes/p.h. 

Max. reach from fender face — 34 m. 

Max. operating air draft above L.W.D. — 27.5 m. 
DENSITY: 1026.5. 
FRESH WATER: Not available. 
FUEL: Available by barge from Townsville. 
GANGWAY/DECK WATCHMEN: Ship's crew as watchman, ship's 


heer d used. 
IR T: Townsville Airport, 210 km. by road. 
TIME: See “General” before first port. 
EMERGENCY CO-ORDINATION: Through Abbot Point Security using 
VHF Channel 16, internal telephone 212 or external (077 862244). 
TELEPHONE: Provided on berthing. 
GARBAGE DISPOSAL: Not available. 
WASTE OIL DISPOSAL: Not available. 
SEAMAN’S CLUBS: None. 
CURRENCY: Australian Dollar. 
GENERAL: Provisions available on request. 
Nearest town is Bowen, 32 km. by road, Bowen has full facilities. 


SHIPMASTER’S REPORT: March 1986 (Updated 1992). 

Abbot Point is within a Permanent Tropical Zone, within the Great 
Barrier Reef. 

Tropical Zone: 1st April/30th November. 

Summer Zone: 1st December/31st March. 

Anchoring Position: Indicated on Chart AUS. No. 255 — Abbot Point and 
Approaches. In position: Lat. 19° 49’ S., Long. 148° 06.5’ E. 

Pilot Boarding Position: \ndicated on Chart AUS No. 255 — Abbot Point 
and Approaches. Lat. 19° 48.5’ S., Long. 148° 05’ E. 

Pilot boards by pilot boat, tugs and Pilot stationed at Bowen. This 

chart is well recommended. 
Abbot Point: Australia’s most Northerly deep-water coal shipping port, 
situated about 20 km. North of Bowen. The port is established under 
the auspices of the Harbours Corporation of Queensland. Developed by 
the MIM Holdings Ltd. and operated by the Abbot Point Bulkcoal Pty. 
Ltd. Development began in 1981, and operations commenced in 1984. 
Coking coal from Collinsville and steaming coal from Newlands are the 
only two MIM products handled. 

Heavy duty railway, using modern rolling stock, and multiple diesel 
electric locomotives conveys coal from the fields to the 450 hectare site. 
Loading Procedure: Coal travels on conveyors via a 1,350 tonne surge 
bin. There are 2 weightometers and an automatic continuous sampling 
plant. The conveyor system extends along a 100 m. rock causeway and 
a 2.8 km. approach trestle, which also supports a roadway to the deep- 
water wharf and shiploader. 

Size of Vessels: From 20,000 d.w.t. to 165,000 d.w.t. Larger vessels 
have been considered on individual merits. 

Depths: Approach depth, (stated) 17.2 m. Alongside berth (stated) 
19.4 m. 

Tugs: 255 tonne bollard pull. Tugs’ lines used. 

Line Boats: One for vessel berthing. 

Berthing: In normal circumstances vessels will berth starboard side to. 
However, be prepared to berth either side to in accordance with the 
Harbour Master's requirements. 

In normal conditions draft is to be adjusted so that the propeller is 
fully immersed and vessel trimmed approximately 1.8 m. by the stern. 
The arrival draft must be cabled to the Harbour Master and Agent who 
will advise any adjustment required. 

To ensure maximum safety all vessels using heavy mooring wire ropes 
are requested to have the ends terminating in a9 m. rope spring finished 
with a standard eye for placing over the bollards and hooks. All mooring 
ropes and wires should have a 6 m. tail of light rope spliced into the 
eye. 

Hooks on mooring bollards are electrically operated and self release. 
Pilot Ladder: Constructed and rigged in accordance with SOLAS 
requirements. 

Berth: Length of trestle from shore to berth — 2.75 km. 

Length of Berth: (Extent of fender system 264 m. approximately). 

Length between extreme mooring dolphins — 466 m. 

Length of Berthing Basin: 512 m. 

Width of Berthing Basin: 70 m. 

Depth at Berthing Basin: 19.4 m. 

There are 7 breasting dolphins, equipped with Bridgestone energy 
absorbing cell-type rubber fenders. 

Height of top of fenders above datum 7.5 m. approximately. 

Height of underside of fenders above datum 0.9 m. approximately. 
Ship Loader: Type: Travelling gantry with luffing boom. 

Design rate maximum capacity: 4,600 tonnes/p.h. 

Length of travel: 212 m. 

Boom operating range: +12° to — 10°. 

Maximum outreach from fender line: 34 m. 

Height above datum (plus 12°): 27.5 m. 

Height below datum (minus 10°): 19.5 m. 

Travel speed variable from 3 m./min. to 30 m./min. 

Stowage Factor: “Steaming coal: approx. 1.11 cu.m./tonne. Angle of 
repose from 35° — 50°. 

Coking coal: approx. 1.05 cu.m/tonne. Angle of repose 33°. 

“Vessel achieved a better stowage factor loading steaming coal. 
Final Quantity: It has to be remembered when requesting to stop loading 
that there is about 3,000 tonne on the belt, which must be run off. 
Loaded Tonnage: Calculated on draft survey. (Vessel experienced 
S.W'ly winds Force 4 and swell of about 1 m.). Intermediate draft surveys 
are conducted if loading by grades, hatches, or more than one port 
discharge. 


Cargo Completion: Vessels must vacate berth without delay, subject to 
tidal conditions. 
Arrival Notice: At least 7 days prior to arrival cable to “Abbotcoal Bowen” 
Telex: AA47689 (MIMABB). 
(a) Name of vessel. 
(b) Type of vessel. (If O.B.O. confirm that vessel is “Gas Free’). 
(c) ETA. 

(d) Total cargo quantity required. (Subject to C/P requirements and 

allowances). 

(e) Hatch loading sequence, Pour by Pour. 

Reference to (b) above — Master to advise Agent and Harbour Master. 

1. Date vessel discharged last oil cargo. 

2. Time and place of last Gas Free Certificate. 

3. Location and amount of slops on board (and assurance that slop 
tanks inerted or pressed-up). 

48 hours prior to arrival — advise ETA. 

24 hours prior to arrival — confirm ETA and Hatch Number (‘1st Pour’). 
Also advise Harbour Master of ETA/Berthing Draft/and ballast water is 
not contaminated. 

6 hours prior to arrival call Abbot Point on VHF Channel 16 and confirm 
ETA. Radio Pratique granted and Hatch Number 1st Pour. 

Note: To avoid delays to berthing and to avoid tug cancellations it is 
important that all adjustments to ETA's are advised to all parties. 

All hatches to be clean/dry and opened before berthing. 

Hatch lids are to be clearly numbered, for easy identification, no 
responsibility attached to shore loading personnel if any infringement to 
this requirement. 

All loading is expressed in metric tonnes of 1,000 kg. 

Pratique: Radio Pratique is available. Send message to the “Quarantine 
Officer’ through the ship's Agent, not more than 24 hours prior to arrival. 
(This stipulation is not enforced). The Agent will keep vessel advised. 
Text of the message is in accordance with the advised procedure in the 
Sailing Directions for Entry to First Australian Port. 

If Radio Pratique has not been granted prior to berthing ensure that 
there is no contact with the wharf or employees by crew until Pratique 
is granted. 

Shore Leave: Crew are permitted to go ashore after Immigration and 
Customs Clearance. The Agent can arrange a minibus service to Bowen 
and return. Cost about Australian $85.00 for the round trip. The trip to 
Bowen is 30 minutes. 

Telephone: A telephone is placed onboard. No STD calls, only overseas 
operator service on a reverse charge basis. 

Restrictions: Access to wharf and loading plant is restricted. 

Persons requiring access (crew members/visitors) must wear safety 
helmets, safety shoes and adequate eye protection, and comply with all 
safety regulations. 

Abbotcoal are not responsible for accidents incurred by personnel 
who use their wharf gangway. 

Pedestrian access along the wharf approach is not permitted. 

Special authorisation is required for private vehicles and visitors, within 
the port area and wharf access. 

Access to the remainder of the 
Derat Examination Certificate: 
renewal. Cost Australian $45.00. 
Consuls: None available. 
Repatriation: Can be arranged. Coach leaves Bowen for Townsville, 
with direct flights to New Zealand and Brisbane for other international 
connections. 

Fresh Water/Fuel/Diesel: Not available from wharf, there are no facilities. 
Ship Chandler: Will attend vessel if necesary. Bonded stores are also 
available. Prices may be high due to transportation costs. 


rt site is strictly forbidden. 
uarantine doctor will arrange for 


AUTHORITY: Ports Corporation of Queensland, P.O.Box 889, Bowen, 
Queensland 4805, Australia. Te/: (077) 861268, 861933. Telex: 47435. 
FAX: (077) 862719. Contact: Captain R.C. Johnson, Regional Harbour 
Master (Townsville). Tel: (077) 715135. 


AGENT: See “Mackay”. 


ADELAIDE, S.A.: 34.51 S. 138.30 E. (See Plan) 


PORT LIMITS: Northern Limit: a line drawn due East from Lat. 
34° 40.42’ S., Long. 138° 22.55’ E. to shore. 

Southern Limit: a line drawn due East from Lat. 34°51.30'S., 
138° 24.80’ E. to shore. 

Western Limit: a line drawn between Lat. 34° 40.42’S., Long. 
138° 22.55’ E. to Lat. 34° 51.30’ S., Long. 138° 24.80’ E. 
DOCUMENTS: See “Melbourne”. 

Customs Officers board at the wharf and if any inspections required, 
Department of Transport officials also board at the wharf. 

PILOTAGE: Advance notice 24 hours, telegraphic requests through 
ship's Agent. VHF Channel 16. Call sign “Adel. OH" Pilot launch orange 
hull, yellow deck house, “Pilot’’ on each side in black letters. Give pilot 
launch good lee and safe pilot ladder. Pilot boards 1.5 miles seaward 
of Entrance Beacon. 

ANCHORAGE: One mile West of Entrance Beacon. 
RESTRICTIONS: Controlling depth in channel to container berth 39 ft. 
4 in. (12.0 m.) and to Inner Harbour 30 ft. (9.1 m.) ISLW. All vessels to 
maintain 1 ft. (0.3 m.) keel clearance in berth at all times. 

Night berthing/unberthing subject to Harbour Master's approval. 

24 hour operations at Container Terminal. 

Keel Clearance: 10% of draft with a minimum of 3 ft. (0.9 m.) under keel 
at all times. 

MAX. SIZE: Inner Harbour — length 206 m. LOA; draft 31 ft. (9.4 m.) 
Neaps, subject to tide; 34 ft. 06 in. (10.5 m.) Springs. Outer Harbour 
(Container Berth) — length 945 ft. (288 m.) OA; draft 37 ft. (11.3 m.) 
Neaps, subject to tide; 39 ft. (11.9 m.) Springs. 
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HEALTH: Free Pratique given by radio message. 
TUGS: 4 tugs available. 


BERTHING: Depth at berths: Inner Harbour: 27 ft. (8.2m.) — 
36 ft.(11 m.). Outer Harbour: 36 ft. (11.0 m.) — 40 ft. (12 m.). 
Berth aia ray i Type Cargo Cranes 
13 & 14 303 9.1 Conventional Steel & scrap 2/6.5t travelling 
25 240 10.0 Ro/Ro shore Containers, 
ramp Ro/Ro 
27 204 10.7 Bulk loading Cereals 2 loaders, 
800V/hr 
29 245 9.8 Dry bulk and = — 
Repair 
H 304 11.0 Bulk loading Cement clinker Loader (Fixed) 
Osborne 
1 208 9.8 Bulk Liquid _ 
2 159 9.4 Bulk Bulk liquid 
O.H. 1 185 11.0 General Sheep/Cars 
O.H. 2 183 11.0 General General _ 
O.H. 4 214 11.0 Ro/Ro quarter Containers _— 
ramp 
O.H. 6A 13.0 Container Containers 1x35t and 
453 berths 1x45t 
O.H. 6B container 
crane 
60t on hook 


STEVEDORES: No advance ETA required. 

MEDICAL: Contact Quarantine Department in ample time. 
TANKERS: “Leak free” advice to Harbour Master to be given through 
Agent. 500 tons slop discharge facilities. 6 Berths. Unauthorised persons 
not allowed on board. 


Berths: 
“M" Oil Berth Depth alongside 8.5 m. 
“N" Tallow Berth Depth alongside 8.5 m. 
OSB. 1 _ Depth alongside 9.8 m. 


DENSITY: Slightly denser than sea water; not affected by tide. 
FRESH WATER: Inner Harbour: Through Hydrants at 12 — 15 t.p.h. 
Outer Harbour: 50 t.p.h. 

FUEL: Fuel oil, thin fuel oil, diesel, gas oil. 48 hours notice required. A 
bunkering barge capable of transporting 1,000 metric tons of bunkering 
oils operates in the port. The use of this bunkering barge will enable 
vessels to bunker without leaving their loading berths or using road 
tankers. 

CONSULS: The following countries are represented: 


Austria Guatemala Norway 
Belgium Italy Peru 
Denmark Japan Philippines 
Finland Lebanon Portugal 
France Liberia Sweden 
Germany Netherlands USA 
Greece 


REPAIRS: All repairs possible. 
DRY DOCKS: None. 
GANGWAY/DECK WATCHMEN: Optional except for white spirit 
tankers. Cost varies erect ha time of shift. 
OPENING/CLOSING HATCHES: Carried out by crew. 
CERTIFICATES: 

Last Port Customs Clearance. 

Ship's Register. 

Load Line Certificate. 

Safety Radio Certificate. 

Safety Equipment. 

Light Dues Receipt. 

Ship's Articles (British Vessels). 
CUSTOMS ALLOWANCES: Each Crew member 200 cigarettes or 
40 cigars or 8 oz. tobacco. Limited amounts of spirits per man. 
CARGO GEAR: Accordance Australian Regulations. See “Melbourne”. 
REPATRIATION: Available. 
AIRPORT: Adelaide Airport 8 miles, regular airlines. 
TIME: See “General” before first port. 
HOLIDAYS: Xmas Day, Waterside Workers’ Picnic Day (late January), 
Good Friday, Anzac Day (25th April), Adelaide Cup Day (3rd Monday 
in May), Eight Hours Day (2nd Mon. October). Restricted holidays, 
Boxing Day, New Year's Day. 
TELEPHONES: Port Adelaide Police 49-6111, Ambulance (Wharf) 
461616, Fire Brigade 471515. 

Note: Connection fee plus cost of calls. 
phe ia Garbage disposal, cleaning out and fitting out and compass 
adjusting. 
IDENTIFICATION CARDS: See “Melbourne”. 
GARBAGE DISPOSAL: Compulsory daily garbage collection service 
using plastic mobile garbage bins (M.G.B's) of 240 Itr. capacity which 
are placed on board. Charges raised by Department of Marine and 
Harbours: $ 40.00 plus $ 2.70 per person per day. Contractors: Waste 
vautennae Services Pty. Ltd. Tel: (08) 260-2122. 
WASTE OIL DISPOSAL: Liquid road tankers (1 x 16,000, 1 x8,000 and 
110,000 Itr. capacity) available from Envirogaro (Cleanaway). Tel: (08) 
472777. Fax: (08) 3411829. 
SEAMAN'‘S CLUBS: Seafarer's Centre, 2 Nelson Street, Port Adelaide. 
Tel: 475733. Services: Telephone, snacks, bar, television, beds, table 
tennis, snooker, library, showers, money exchange. Open daily from 
1600 hrs. 
AUTHORITY: Department of Transport, Marine and Harbors, 
P.O. Box 19, 293 St. Vincent Street, Port Adelaide, S.A. 5015, Australia. 
Tel: (08) 470611. FAX: 470603. Cables: Depmah. Contact: Manager, 
Port Operations. 


AGENT: Patrick Sleigh Shipping Agencies Pty. Ltd., P.O.Box 107, 
3 Todd Street, Port Adelaide, S.A. 5015. Tel: (08) 47-4655. Telex: 82624 
PATSLE. Fax: (08) 47-6139. Seagram Code: 5APATSLE. 
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AIRLIE ISLAND TERMINAL: 21.20 S. 115.10 E. 
(See Plan) 


LOCATION: Airlie Island is situated off the N.W. Australian coast. The 
island is 16 nautical miles off the Australian coast and 27 nautical miles 
South of Barrow Island in position Lat. 21° 20’ S., Long. 115° 10’ E. 
Master should refer to latest hydrographic chart Aus. 743 and the 
Australian Pilot Volume V. The tanker mooring is situated 1.0 nautical 
miles N.N.E. of Airlie Island. 

Crude oil produced from South Pepper, North Herald and Chervil 
offshore oil fields is brought ashore to storage and loading facilities on 
Airlie Island. The South Pepper and North Herald fields are located 
15 to 18 nautical miles N.N.E. of Airlie Island. 

Crude oil produced from the Chervil Field is piped ashore to production 
and storage facilities on Airlie Island. Chervil field is located 5 nautical 
miles East of Airlie Island. 

The crude oil storage situated on Airlie Island consists of 2 floating 
roof storage tanks, a pump station, Chervil process plant and associated 
pipework. The Island is manned on a 24 hour basis. 

Vicksburg is located 15 nautical miles N.N.E. of Airlie Island in 
Lat. 21°07’ 27” S., Long. 115° 16’ 12” E. 

Chervil is located 5 nautical miles East of Airlie in Lat. 21° 18’ 23” S., 
Long. 115° 13’ 47” E. 

North Herald is located 12 nautical miles N.N.E. of Airlie Island in 

Lat. 21° 10’ 28” S., Long. 115° 15’ 54” E. 
PILOTAGE: The pilot boarding ground is in Lat. 21° 10'S., Long. 
115° 06’ E. Pilot will communicate with the ship via VHF from the pilot 
boat prior to boarding. When the pilot is boarding the Master should 
ensure that a good lee is provided and that the pilot ladder is rigged in 
compliance with current SOLAS regulations. 

Pilotage to the Airlie Island mooring is compulsory. Airlie Island is now 
incorporated within the Port of Onslow and there are 4 gazetted pilots 
for this port. On completion of mooring the Pilot/Loading Master will act 
as terminal representative, liasing with the tanker's Master on all matters 
relating to safety, loading and commercial papers. 

As soon as possible prior to arrival at the pilot boarding ground the 
tanker should establish communications with the Vicksburg or Airlie 
Island on VHF Channel 16 or 74 then move to a working channel. 


ANCHORAGE: Recommended Anchorage: Vessels waiting for the 
berth are recommended to anchor in position Lat. 21° 10’ S., Long. 
115° 06’ E. The holding ground in this area is poor and Masters should 
exercise caution when anchoring or lying at anchor. 
RESTRICTIONS: Terminal operates 24 hours. 
Water Depth: |In the berth and approach channel there is a least depth 
of 15.3 m. To provide a safe margin there is a minimum under keel 
clearance of 1.5 m. to be maintained at all times. Maximum arrival and 
departure draft is restricted to 13.8 m. 

If the berth or channel is subject to a swell in excess of 0.5 m. the 
underkeel clearance may be increased at the discretion of the Pilot/ 
Loading Master. 


MAX. SIZE: Specifications for tankers berthing at Airlie Island should 
conform to the following dimensions and draft restrictions: 

The CBM is designed for tankers size between 30,000 d.w.tonnes 
and 120,000 d.w.tonnes 
The maximum design dimensions are: 

300 m. length overall 

50 m. beam 

120,000 d.w.tonnes 

Max. draft restriction of 13.8 m. fully loaded. 
Arrival Draft: Vessels should arrive with a maximum ballast draft to assist 
berthing or suitable to the Pilot/Loading Master or where appropriate at 
IMO draft, without exceeding the maximum draft of 13.8 m. 


RADIO/VHF: 
Perth Communications: 

WNC Petroleum — Office: Telephone (09) 482 2444. Facsimile (09) 
482 2450. Telex 95116 Wesmin AA. 
Drilling Rig “Vicksburg”: 

Telephone: 091 846 911 and 091 846 912. 

Fax: 091 846 913. 

SSB HF Radio Frequency: 4,451.5 kHz and 6,781.5 kHz. 

VHF Radio Frequency: Channels 16 and 74. 
Airlie Island: 

Telephone: 091 846 100. 

VHF Radio Frequency: Channels 16 and 74. 
ETA Advice: Master must ensure that Western Mining Corporation is 
advised of the tanker’'s ETA 96 hours prior to arrival and ETA is 
confirmed or updated at 72 hours, 48 hours and 24 hours prior to arrival. 
When within range of Airlie Island contact should be established on VHF 
Channel 16 before going to the VHF working channel. 
Pre-Arrival Messages: The 96 hour pre-arrival message should also 
advise arrival draft and answer the following questions: 

(a) Is the hull leak free? 

(b) Is an inert gas system fitted? 

(c) Is the inert gas system, if fitted, fully operational? 

(d) Is a crude oil washing system fitted? 

(e) Is the crude oil washing system, if fitted, fully operational? 

(f) Are there any defects to the ship, machinery and equipment which 
effect safe pilotage, mooring, cargo handling or ballast 
operations? 

(g) Have stress calculations for the envisaged programme of cargo 
handling and ballasting been made? 
(h) Is the hull stress calculated within recommended safety limits? 

(i) Quantity and origin of all cargo onboard or expected to be loaded 
prior to arrival at Airlie Terminal. This should include API gravity, 
specific gravity and pour point specifications. 

(j) Quantity of bunkers on board prior to arrival at the Airlie Terminal, 
detailing API gravity, specific gravity and pour point specifications. 

(k) Vessel's gross tonnage. 


MOORING: When the tanker has been manoeuvred into the berth, the 
mooring launch will run the ship's lines, preventers and swamp moorings 
as required by the Pilot/Loading Master. 

When the tanker is safely moored at the terminal the Pilot/Loading 
Master and the Western Mining Corporation operator will commence 
pick-up operations of the submarine hose. 

The tanker mooring is an 8 leg conventional buoy mooring (CBM). 
The berth is aligned 285°/105° with the mean flood/ebb tides running 
094°/291° respectively. 

The 8 buoy mooring consists of pile driven anchor points: 

65 m. ground chain 81 mm. 
55 m. chain 87 mm. 
6 m. chain 81 mm. 

Buoy with 1 x 100 tonnes quick release hook and preventer consisting 
of 50 m. of 52 mm. wire, highload swivel, 100 m. of 80 mm. polyester 
superline rope with a minimum breaking load of 150 tonnes. 

The seabed in the vicinity of the tanker mooring is smooth hard 
caprock with patchy sand cover,.consequently the holding ground in the 
area is considered poor. It should be noted by Masters that the ship's 
anchor cannot be considered to be an integral part of the mooring system 
and all preventers, swamp moorings and ship's lines required must be 
passed and secured for the tanker to be considered safely moored. 

The normal arrangement is for one ship's line to be secured to each 
of the 8 buoys and a total of 8 shore lines to be taken onboard and 
secured (8 buoy preventers). The shore lines are to be made fast to 
bitts rather than put on winches. 

Equipment and Ropes: 

(a) Tankers using the mooring unit must be capable of passing and 
securing ship’s ropes, receiving and making fast shore 
preventers. 

The ship will have ready 8 ship's lines and the capacity to 
secure 8 shore lines. 

(b) spe positions should be noted to avoid lines crossing each 
other. 

(c) Ship can be berthed either heading East or West depending on 
weather and tidal conditions. Pilot will advise once on board. 

(d) Manifold and derrick/crane to be used will depend on direction of 
berthing. Loading hose will be brought aboard from the Airlie 
island side of the tanker (Southern side of the mooring). 

(e) Harghhs Lines: Ship's lines will be run and secured to 8 buoys 

y line t. 
Note: If ship is equipped with wires then there is a minimum 
requirement to have 12 m. rope tails of suitable strength fitted. 
This is to allow safe handling of wires by the line boat. 

(f) Ship will be required to lower a suitable messenger line to the 
line boat to retrieve shore lines. 

BALLAST: There are no dirty ballast or slop reception facilities at Airlie 
Island Tanker Terminal. 

De-ballasting: Tankers should not commence discharge of segregated 
ballast without permission of the Pilot/Loading Master. With the available 
depth of water at the mooring, larger tankers in ballast may in certain 
weather conditions find it more appropriate to discharge ballast after 
departure from mooring. 

Pollution: 

Tankers shall: 

(a) Comply with the relevant provisions of the International 
Convention for the Prevention of Pollution from Ships defined as 
the “Convention” in the Pollution of Waterways by Oil and 
Noxious Substances Act 1987 of the State of Western Australia 
and the Protection of the Sea (Prevention of Pollution from Ships) 
1983 of the Commonweatth, those Acts and other legislation of 
the State or Commonweatth pertaining to pollution. 

(b) Masters must ensure that the tanker is capable of compliance 
with all relevent ISGOTT (International Safety Guide for Oil 
Tankers and Terminals) recommendations. 

Provide evidence to Western Mining Corporation (WMC) that the 
tanker is enrolled in the Tanker Owners Voluntary Agreement 
concerning Liability of Oil Pollution (TOVALOP), including 
supplement thereto effective 20th February 1987. 

Provide evidence to WMC that the tanker has in force insurances 
and certificates as are required of the owner of ships under 
Australian law. 

(e) Provide evidence to WMC that any cargoes carried by the tanker 
are either owned by, or deemed owned by a member of CRISTAL, 
being the Contract Regarding an Interim Supplement to Tanker 
Liability for Oil Pollution dated 14th January 1971, as amended 
from time to time. 

LOADING: The propeller shall not be turned with the main engine while 
the flexible loading hose is connected or after it has been disconnected 
without notifying the Pilot/Loading Master. 

Master and Pilot/Loading Master will exchange relevant information 
regarding start of loading, maximum loading rate, slow down and 
stopping procedure. Tankers are required to maintain a 1.5 m. under 
keel clearance (UKC) at all times whilst at the loading terminal, unless 
the pilot advises that this may be increased. 

Loading Line: A 508 mm. (20 in.) loading line runs N.N.E. x 1.0 nautical 
miles from Airlie Island to the PLEM at the tanker mooring. Attached to 
the PLEM is a submarine hose string consisting of 11 lengths of 
10 m.x 16 in. diameter hose and one length of 10 m.x300 mm. (12 in.) 
diameter rail hose. At the end of the rail hose is a butterfly valve and a 
12 in. quick connect Camiock coupling plus blind flange. The hose string 
has a maximum working pressure of 1,550 kPa. 

Tank Storage: 2x 150,000 barrel floating roof tanks. 

Pump Capacity: The pump station consists of 2 TKL Worthington 
centrifugal pumps delivering an average load rate of 2,000 cu.m./hr. 
Manifold: Tankers must present a 12 in. manifold in compliance with 
the “Oil Companies Maritime Forum" (OCIMF) guidelines. 
Derrick/Crane: Tankers must have certified derricks or cranes with a 
minimum SWL of 10 tonnes. 

Product: Airlie Light Crude — API 44°. 
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UNMOORING: 

Sailing Draft: Tankers will be advised of the allowable sailing draft by 
the Pilot/Loading Master. 

Sailing: On completion of loading the submarine hose will be laid back 
onto the seabed. The preventers and swamp moorings will be released 
and laid back onto the seabed as appropriate. The mooring launch will 
then assist in letting go the ship's lines as required. 

DEPARTURE: When the vessel is clear of the berth the Pilot/Loading 
Master will ensure that all Western Mining Corporation equipment is 
returned to the mooring launch, that all the commercial paperwork is 
completed and will conduct the vessel to the pilot boarding ground. 
TIME: GMT plus 8 hours. 

GENERAL: Weather Reports: Weather reports will be sent to vessel 
during loading on a 12 hour basis. Airlie Island is located in a tropical 
cyclone belt during the months from November to April. With the 
development of any storms, more frequent weather reports, including 
hourly position broadcasts will be received. 

It should be noted that with any forecast of a Northerly wind, tanker 
berthing may be delayed. If the vessel is positioned in the berth and 
wind direction swings Northerly, the Pilot will be informed and the 
situation reviewed as to whether to cease loading and to vacate the 
berth. Likewise if windspeed exceeds 30 knots during loading, the 
situation will be reviewed as to cease loading and vacate the berth. 
Tides: The mean flood tide flows 094° with the mean ebb tide flowing 
291°. The maximum speed of the tidal flow is approximately 0.5 knots. 
The nearest standard port is Onslow but tidal heights and times may be 
determined by using site specific data obtainable from the Pilot/Loading 
Master. Normal tidal range is approximately 2.0 m. 

Safety: The Pilot/Loading Master may check some or all the ship’s 
certificates prior to berthing and any equipment or ship's ropes as 
appropriate. 

After berthing the tanker will be required to ensure that the following 
safety practices are completed prior to commencement of loading: 

. Ship/Shore safety check list is completed. 

. Smoking regulations are adhered to. 

. Emergency satchel is placed in the mooring launch. 

. Both lifeboats are turned out to the embarkation deck. 

Fire fighting and pollution equipment is ready for immediate use. 
Isolate impressed current cathodic protection systems before 
berthing. 

The Pilot/Loading Master will liaise with the Master on all matters 
relating to safety of the vessel and loading operations. Masters should 
be ready to vacate the berth and put to sea at short notice when 
requested to do so and sufficient crew should always be on hand to 
tend moorings and assist with release of loading hose. 

Cathodic Protection: Before berthing, Masters must ensure that vessels 
fitted with impressed current cathodic protection systems are switched 
off and remain off while in the berth. 

Agents: Tankers must make their own arrangements to appoint agents. 
Customs and Quarantine: Tankers requiring customs and/or clearances 
must make appropriate arrangements through their agents. 

Agents/Customs — Arrange own transport to Onslow. Helicopter 
provided from Onslow to Airlie Island. 

GARBAGE DISPOSAL: No service. 

WASTE OIL DISPOSAL: No service. 

SEAMAN‘S CLUBS: None. 

CURRENCY: Australian Dollar. However, there are no facilities at this 
port for seamen to come ashore. 

AUTHORITY: Operator: Western Mining Corporation Limited, 
28 Ventnor Avenue, West Perth, W.A. 6005, Australia. Te/: (09) 482 
2444. Telex: 95116 Wesmin. FAX: (09) 482 2450. Contact: S. Keenihan, 
General Manager. R.W. Branson, Engineering and Production Manager. 
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ALBANY, W.A.: 35.02 S. 117.53 E. (See Plan) 


PORT LIMITS: All the waters of King George Sound and Princess Royal 
Harbour Westward of a line drawn from Herald Point to Bald Head. 
DOCUMENTS: See “Melbourne”. 
PILOTAGE: Compulsory for vessels over 500 g.r.t. Service provided by 
Albany Port Authority. Captain C. Shuttleworth (Harbour Master) 
available on Pager No. 016983366. Tel: (098) 413056. 
Fax: (098) 421204. 
Pilot boards vessel with King Point Light bearing 292° x 3 miles. 
Address: 85 Brunswick Road (P.O.Box 175), Albany, W.A.6330. 
ANCHORAGE: King Point Light, bearing 292°, distance 3 miles, or as 
directed by Agent's radio message. There is a Prohibited Anchorage of 
0.5 miles radius from a position on the line of main leads midway 
between Buoys No. 1 and 2. 
RESTRICTIONS: The Entrance Channel from King George Sound to 
Princess Royal Harbour has a width of 550m. land to land. The 
Navigation Channel therein being 145 m. wide, with a depth of 12.8 m. 
— 12.2 m. LWOST. Depth of Swinging Basin in the harbour is 12.20 m. 
and vessels with a draft of 11.50 m. can work No. 3 Berth and 9.8 m. 
No’s. 1 and 2 Berths. Although some margin is allowed at the Harbour 
Master's discretion, dependent upon weather and tidal conditions, (HHW 
0.9 m.). Vessels up to 200 m. LOA can be berthed day or night. Vessels 
over 200 m. LOA daylight only. 
MAX. SIZE: LOA 225 m., beam 32 m., draft 11.5 m. at Berth No. 3 and 
9.8 m. at Berths No. 1 and 2, deadweight 38,000 tonnes. 
HEALTH: Master should supply answers to a prescribed questionnaire 
24 hours before arrival. Details of the questionnaire can be obtained 
from vessel's Agent and answers should be radioed to Agent, who will 
arrange pratique. 
RADIO: Perth Radio. 


AUSTRALIA 


VHF: Call sign is “Albany Port’ and is normally open 0830 — 1630 hrs. 
Monday to Friday except holidays. Otherwise by special arrangement 
Channels 6, 12 and 16. 

TUGS: Motor tug available, bollard pull 27.4 tons. Normally ships lines 

are used. 

BERTHING: 

King George Sound: Safe anchorages are available. 

Princess Royal Harbour: The following berths are available: 

Land Backed Whart: A continuous wharf face of 608 m. allocated into 
3 berths. Berth No. 1: 209 m., depth 10.4 m. Berth No. 2: 172 m., depth 
10.4 m. Berth No. 3: 227 m., depth 12.2 m. There is no swell at any of 
these berths. 

Max. permissible ship draft at LW is 11.5 m. at Berth No. 3 and 9.8 m. 
at Berth Nos. 1 and 2 

Load/discharge is by ship's gear other than loading of grain on Berth 
No. 3 which is by shore equipment. 

The wharf berths are served by road. 

Berth Uses: No. 1 Wharf has a transit shed with a floor space of 

4,300 sq.m. and is used mainly for general cargoes. Whilst the berth 

has not been constructed to receive Ro/Ro vessels, it has been possible 

to work them at this berth. 

No. 2 Wharf is used for loading of livestock and the discharge of rock 
phosphate, sulphur and for general cargoes. This wharf has also been 
designed as a secure wharf for petroleum products discharge. 

No. 3 Wharf is a general purpose berth and has been designed for 
receiving Ro/Ro vessels and container traffic, although it is used mainly 
for the loading of bulk grain. 

CRANES: No cranes are available and ships use their own gear. 

BULK CARGO FACILITIES: All berths are capable of receiving bulk 

cargo via ships gear and grabs into hoppers and road trucks. 

No. 3 Wharf has a grain apart facility consisting of conveyors, 
3 loading booms and spouts of which any 2 can operate together. The 
design loading rate (wheat) is 1,600 t.p.h. The facility is also designed 
to load 50,000 d.w.t vessels, although vessels up to 67,000 d.w.t. have 
been accommodated on occasions. 

STEVEDORES: By private companies. 

Normal Working Day: Day Shift (Ordinary Time) 0730 to 1530 hrs. 

Evening Shift (Time and a Half) 1530 to 2330 hrs. Night Shift (Double 

Time) 2330 to 0730 hrs. Saturday (Double Time) 0730 to 1530 hrs., 

Sunday (Double Time) 0730 to 1530 hrs. and 1530 to 2330 hrs. 

MEDICAL: No advance notice except in case of serious illness to be 

included in arrival cable, ample hospital facilities available. 

TANKERS: Discharging facilities are provided only at No. 2 Wharf where 

the hose is 200 mm., connecting to a 300 mm. main. Loading facilities 

are provided on all 3 berths from 100 mm. hoses. 

Max. drafts at these berths are Berth Nos. 1 and 2, 9.8 m. and Berth 
No. 3, 11.5 m. 

DENSITY: Average salinity of water in the port is 1026 — 1027. 

FRESH WATER: Available at all berths at a rate of approximately 60 — 

80 t.p.h. Unlimited quantities available. Supply by 62 mm. hoses metered 

individually or if more hose required from 200 mm. main meter. 

FUEL: Light marine diesel oil is available at all berths from pipeline or 

road tanker. Pipeline approximately 100 t.p.h. 

FIRE PRECAUTIONS: During receival of fuel, Berth No. 2 is isolated 

and all Australian Association of Port and Marine Authorities’ guidelines 

complied with. 

CONSULS: None. 

REPAIRS: A slipway of 340 tonne capacity is available. Small repairs 

only are dealt with by Board of Trade Engineers. Shore based facilities 

for minor engine repairs. Local shipwrights are available. 

SURVEYORS: Cargo Inspectors: S.G.S., C.A.S.C.O. and Associated 

Marine Surveyors, W.A., Lloyd's Register, American Bureau, Bureau 

Veritas available at 4 hours notice. 

GANGWAY/DECK WATCHMEN: Gangway watchmen required on all 

Australian crewed vessels and foreign fuel tankers. 

HATCHES: Normally carried out by ships crew. 

CUSTOMS ALLOWANCES: Each crew member 200 cigarettes or 

40 cigars or 250 gm. tobacco; spirits 1 litre per person. 

REPATRIATION: ead changes and repatriation can be carried out with 

little difficulty. 

AIRPORT: Airport located 11 km. from port with domestic flights to Perth. 

TIME: See “General” before first port. 

HOLIDAYS: As for Fremantle, except W.W.F. Picnic Day being late 

January. 

POLICE/AMBULANCE/FIRE: Police Tel: 41 1411; Ambulance Tel: 41 

1666; Fire Tel: 41 2122. 

EMERGENCY CO-ORDINATION CENTRE: State Emergency Service 

contacted through Police Tel: 41 1411. 

TELEPHONES: Telephones are available at all berths. Arrangements 

made through Agents. 

BANKS: Commonwealth Trading, 261 York Street. Tel: 41 2022. 
Australia & New Zealand, 23 Albany Highway. Tel: 41 1300. 
National Commercial, 250 York Street. Tel: 41 2655. 

Rural & Industries, 232 York Street. Tel: 41 1288. 

Westpac Banking Corp., 281 York Street. Tel: 41 1722. 

STORING: Vessels can be stored by launch in King George Sound or 

alongside the berth by road. Stores can be loaded during cargo 

operations. Forklifts can use all wharves. For stores Customs Form 43 

to be submitted giving details of stores. For any storing in excess of 

3 hours W.W.F. labour must be engaged. 

SHIP SUPPLY SERVICES: Fremantle Tug Operators, c/o Hall's 

Shipping & General Agencies, Port Road, Albany, W.A. 6330. 
Bairstow AG & ME, 13 Alicia Street, Albany, W.A. 6330. 

Ocean Services Albany, P.O.Box 42, Albany, W.A. 6330. 

Servicing of ships in this area is done by launch, as helicopters are 
not readily available to take off sick personnel. Ocean Services Albany 
operate launches and a 50 ft. tug which are used for servicing ships in 
the area. 

The transfer of personnel, sick seamen and transport of stores is 
carried out by launch or tug. Communication is done by VHF. 
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SERVICES: Some radio and radar repair facilities available. Minor 

electrical and mechanical repairs. 

SHORE LEAVE: No restrictions. 

IDENTIFICATION CARDS: Not required. 

GARBAGE DISPOSAL: Container available for dry garbage and drums 

available for wet garbage alongside. For service Tel: 098-412759. 
Charges A$ 45.00 a day plus A$ 3.00 per crew member per day. 

WASTE OIL DISPOSAL: Tanker trucks only, capacity 1,500 gallons. 

Current rate A$ 130.00 per load. Operator: Rassmussens Waste 

Disposal. Tel: (098) 41-2467, after hours (098) 44-7656. 

SEAMAN’S CLUBS: Missions to Seamen (Flying Angel), Lot 12, 

Princess Royal Drive (P.O. Box 1299), Albany, West Australia 6330. 

Tel: (098) 41-2440. Located within 5 minutes walking distance from all 

wharves. Facilities: Canteen, international telephone calls, bus tours, 

sporting events arranged, chapel/church services, postal facilities, 

library, pool, table tennis, currency exchange. 

CURRENCY: Australian Dollar. A$1.00 = U.S.$0.70 (15.2.94). 

DELAYS: Not normally experienced unless waiting for another vessel 

on — loading or deep draft Berth No. 3. 

GENERAL: Quarantine incinerator available. 

AUTHORITY: Albany Port Authority, 85 Brunswick Road, Albany, W.A. 

Postal Address: P.O.Box 175, Albany, W.A. 6330. Tel: (Office) (098) 

412844. FAX: (098) 417566. Contact: Captain C. Shuttleworth, Harbour 

Master. 

AGENT: Patrick Sleigh Shipping Agencies Pty. Ltd., P.O.Box 42, Port 

Road, Albany, W.A. 6330. Tel: (098) 413538. Telex: via Fremantle 

92434 PATSLE. Fax: (098) 417690. Seagram Code: 6APATSLE. 


ARDROSSAN, S.A.: 34.26 S. 137.55 E. 


DOCUMENTS: See “Melbourne”. 

APPROACHES: Navigation Beacon: The light beacon, flashing white 
every second, marks the Northern side of the seaward limit of the 
dredged exit channel. 

Lead Lights: Lead light towers line up on a grid bearing 249°. Towers 
are located approximately 10 m. from the clifftop edge and approximately 
610 m. from clifftop edge. 

PILOTAGE: Compulsory (except for B.H.P. vessels). 24 hours notice 
required. Pilot boards one mile East of berth. 

MAX. SIZE: Max. size 46,000 d.w.t. for berthing and loading. Max. LOA 
200 m. 

HEALTH: Officials board at berth. 24 hours notice required. 

VHF: “Ardrossan Port” on Channel 16. Manned weekdays 0730 hrs. — 
1200 hrs. and 1245 hrs. — 1615 hrs. 

TUGS: Available from Port Adelaide. 

BERTHING: 

B.H.P. Jetty: 

Length 931 m. “T” head — 6 Dolphins and 2 mooring platforms. Total 
berth length 409 m. Continuous fendering installed from Dolphin No. 2 
to Dolphin No. 5 for 160 m. length. Depth of water — 9.2 m. MLWS. 

Loading is via a belt conveyor system. A fixed loading boom 
necessitates vessel warping along “T” head during loading. 

Loading rates: Dolomite 2,400 t.p.h. 

Wheat 800 t.p.h. 
Barley 800 t.p.h. 
Boom: 


Height of chute above MLWS — 16.18 m. Loading chute extends 
across vessel from wharf face — 16.1 m. 
TIDE: riceaie rise and fall 1.8 m. — 2.4 m. max. 3.1 m. at Spring tides. 
STEVEDORING: Arranged with private companies. 
Operations: Working hours are flexible to suit vessel's requirements. 

Working Hours — Night Shift 0001 — 0800 hrs. 

Day Shift 0800 — 1600 hrs. 
Afternoon Shift 1600 — 2359 hrs. 

FRESH WATER: Small quantities can be made available by special 
arrangement. (Flow rate is approximately 3 tonnes/hour). 
FUEL: Not available. 
GARBAGE DISPOSAL: Not available. 
WASTE OIL DISPOSAL: Not available. 
SEAMAN'S CLUBS: No seaman's clubs. 

Religious contact: Les Adams, Weetulta. Tel: 352233. 

Post office and shops available in Ardrossan (2 km.). 
CURRENCY: Australian Dollar. 
AUTHORITY: BHP Steel, Long Products Division, Ardrossan, South 
Australia 5571. Tel: (088) 373106. Telex: AA 89520. FAX: (088) 373676. 
Contact: R.Bennett, Superintendent. 
AGENT: Sub-agent of Patrick Sleigh Shipping Agencies Pty. Ltd., 
Adelaide. 


(See Plan) 


BALLAST HEAD, Kangaroo Is.: 35.45 S. 137.48 E. 
Last shipment of gypsum took place in April 1992. 


In Eastern Cove, Kangaroo Island. Private bulk loading installation from 
which charter vessels load gypsum for shipment to factories in Eastern 
Australian states. No facilities for discharging cargo and no Customs, 
health or other government departments’ facilities available. 
DOCUMENTS: For vessels chartered to carry gypsum to Eastern 
Australian ports, Bills of Lading prepared on completion of loading. 
PILOTAGE: No Pilots resident at Ballast Head but pilotage can be 
arranged through Harbour Master, Port Adelaide if required. 
ANCHORAGE: Sea approach is unobstructed, with deep water 
anchorage and turning basin of Eastern Cove, 4.5 km. wide and 
extending 0.8 km. South of berth. Minimum depth about 10.5 m. Sand 
bars exist immediately South of berth but well inside line of dolphins. 
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RESTRICTIONS: Vessels may proceed to anchorage at any time, but 
can berth only during daylight hours. Loaded vessels can leave berth 
or anchorage at any time without concern for tide conditions. 

Port can experience dodge tides. Port classified as unsafe by 
Department of Marine and Harbours. Vessel must be ready to depart 
berth at any time. 

MAX. SIZE: Vessels of 27,000 d.w.t. are regularly loaded. However, 
before confirmation of vessels suitability can be given, dimensions of 
vessel must be advised to ensure conformance with berth and loading 
requirements. Ships must exercise extreme care in berthing to avoid 
raf ry dolphins or head frame. Max. approach velocity 0.15 m./sec. 
HEALTH: Pratique must be obtained at Port Adelaide. 
RADIO: Ship-shore VHF radio. Call sign “Ballast Harbour’. 
rt 156.80 MHz for distress and calling; 156.60 MHz for 
working. 

Arrival Advice: At least 8 hours notice of ETA is required to S.A. Gypsum 
Adelaide Office, Tel: (08) 3481400 or Kingscote (0848) 22457. 

TUGS: No tugs are available, but can be arranged from Port Adelaide, 
if required. However, a launch is available for running ships’ lines, and 
must be used. 

BERTH: The berth consist of a line of 10 dolphins running North/South, 
293 m. overall length forming a T-head jetty with loading conveyor 
gantry. Depth of water alongside 26 ft. (7.9 m.) LWOST. Berthing signals 
by radio instruction or mast head. 

Loading Facility: Loading equipment consists of conveyor system to 
fixed loading gantry supporting luffing boom conveyor. Discharge from 
boom conveyor feeds into an adjustable Banana Spout that can be 
rotated through 360°. Boom conveyor operates only in horizontal position 
and loading chute does not telescope. Fixed loading ey situated at 
centre of line of berthing dolphins. Distance from face of fenders to centre 
line of loading spout is 12.0 m. Distance from low water level to outlet 
end of loading chute in loading position — 8.2 m. Maximum handling rate 
of rock gypsum on conveyor system, 850 t.p.h. 

MEDICAL: Doctor available at Kingscote, 40 km. distant. Hospital also 
at Kingscote. 

FRESH WATER: Not available. 

FUEL: No facilities available. 

GANGWAY/DECK WATCHMEN: Not required. 

OPENING/CLOSING HATCHES: Carried out by crew. 
CONSULS/REPAIRS/DRY DOCKS/REPATRIATION: No facilities 
available. 

AIRPORT: Kingscote Airport approximately 30 km. distant. Regular air 
service to Adelaide — at least one flight daily. 

TIME: See “General” before first port. 

HOLIDAYS: Loading carried out on any day except Christmas Day but 
at least 24 hours notice of ETA required for loading on public holidays. 
POLICE/AMBULANCE/FIRE: Police station, Kingscote 2.2018; 
Ambulance, Kingscote 2.2037 or 2.2028; Fire, Kingscote 2.2200. 
TELEPHONES: No arrangements exist for placing telephones on board. 
SERVICES: None available. 

DELAYS: Berth accommodates only one vessel at a time, but once 
berthed the loading continues without break until completion except for 
the time taken to shift ship from hatch to hatch and to check draft. 
AUTHORITY: Department of Marine and Harbours, P.O.Box 19, G.P.O., 
Port Adelaide, South Australia 5015. Tel: (08) 470611. Telex: 82525. 
Contact: M.G. Florance, Harbour Master, 23 Esplanade, Kingscote, 
——- Island. Tel: (0848) 22457. Fax: (0848) 33120. 

CSR Building Materials, P.O.Box 58, Rosewater East, South Australia 
5013, Australia. Te/: (08) 348-1400. FAX: (08) 348-1423. Contact: State 
Manager, Gyprock SA. Tel: (08) 348-1400. Mine Manager, New Lake 
Gypsum Quarry, Kangaroo Isiand. Tel: (0848) 33077. 


BARROW ISLAND, W.A.: 20.49 S. 115.33 E. 
(See Plan) 


LOCATION: The port is situated on the Eastern side of Barrow Island, 
Westem Australia. The moorings are located approximately 9.875 km. 
offshore at Lat. 20° 48’ 57” S., Long. 115° 33’ 09” E. Refer to the current 
isan Chart No. AUS 742 for further information. 
PORT LIMITS: 7 nautical miles radius from intersection point at Lat. 20° 
46’ 50” S., Long. 115° 27’ 54” E. 
DOCUMENTS: Refer to “Melbourne” - also see “Health”. 
PILOTAGE: Pilot Boarding: The pilot ladder shall be available to the 
Pilot/Mooring Master and be kept at a proper height for his safe use for 
boarding and disembarkation. When the distance from the water to the 
deck exceeds 9.0 m., the pilot ladder shall be rigged with the 
accommodation ladder or an approved mechanical pilot boarding 
appliance used. Tanker shail provide adequate lee for embarking and 
disembarking Pilot/Mooring Master, who will board at the arrival position. 
The hose connection equipment is contained in 2 large metal boxes 
which should be lifted onboard at the Arrival Position and landed just 
forward of the starboard manifold. 
Order of Berthing: Tankers will normally berth in the order of arrival, but 
due regard will also be given to nominated date ranges, and such other 
matters as WAPET deems relevant to a fair and necessary berthing 
order. 
Restrictions: Unless otherwise approved by the Pilot/Mooring Master, 
berthing shall take place: 
(a) during ebb tide; 
(b) provided there is no strong wind or strong wind warning in force 
for the terminal area; and 


(c) when there is no tropical cyclone, or tropical depression which is 
likely to develop into a cyclone, within 400 nautical miles of the 
Terminal or likely to pass within that range within 24 hours of the 
tanker berthing; and 

(d) in daylight, except vessels equipped with searchlights as specified 
in “Minimum Standards of Acceptance”, Paragraph 5 (viii), may be 
berthed at night, except on their first visit to the Terminal. 

Accommodation: The tanker shall provide victualling and 

accommodation for the Pilot/Mooring Master. Additional personnel may 

at times be required by WAPET to board tankers. The Pilot/Mooring 

Master will advise numbers on such occasions. 

Also see “Anchorage” and “Mooring”. 


NOTICE OF READINESS: The Notice of Readiness is accepted: 

(a) where the berth is available, at such a time as the tanker is all fast 
in the berth, i.e. when all mooring lines and the preventer lines are 
made fast; 

(b) where the berth is not available, 6 hours after the tanker drops 
anchor at the Arrival Position (see “Anchorage”); 

(c) in the case of a tanker: 

(i) making its first call at the port; or 
(ii) with inadequate searchlights (see “Restrictions”). 6 hours after 
sunrise following arrival or when the tanker is all fast in the 
berth, as defined in (a) above, whichever occurs first. 
Laytime ceases for the period of time taken for the tanker to move 
from the anchorage and is resumed when the tanker is all fast at the 
berth as defined in (a) above. 


ANCHORAGE: Arrival position: On arrival at the port, the tanker should 
proceed to a position (“Arrival Position”), approximately 2 nautical miles 
off the moorings at a bearing of 090° from the moorings (See Aus. Chart 
No. 742) and anchor there if waiting to berth. The Pilot/Mooring Master 
will board the tanker at this position. 

Crane/Derrick: The tanker shall arrive with a crane/derrick rigged on the 
starboard side and in all respects ready to lift equipment including the 
hose connection equipment from a mooring vessel at the Arrival Position. 


MINIMUM STANDARDS OF ACCEPTANCE: A tanker will be accepted 

for loading at the Terminal provided it conforms to the minimum 

requirements described herein. WAPET may at its discretion refuse to 
moor or load any tanker which does not conform to the requirements or 
is deficient in any manner whatsoever. In all cases, the Tanker Suitability 

Assessment Form must be completed. 

1. Size: See “Max. Size”. 

2. Tanker Loading: Tankers loading at the Marine Terminal must 
comply with the latest SOLAS and MARPOL Conventions and 
Protocols. Tankers found to be deficient or substandard in safety 
requirements will not be permitted to moor and load. 

3. Deballasting: The Terminal will not be responsible for any free 
water or deadfreight. For acceptance at the Terminal, tankers must 
have segregated ballast tanks or otherwise comply with the ballast 
regulations (see “Ballast'’). There are no reception facilities at the 
Terminal for the discharge of dirty ballast. 

4. Inert Gas System: The cargo tanks will be checked on arrival to 
verify that they are inerted to 8% oxygen or less by volume and 
pressurised as required by existing regulations. Vessels with tanks 
not properly inerted, and/or with an inoperative inert gas system, 
will be rejected. In the event of failure of the inert gas system during 
tanker loading/deballasting operations, or if the tank atmosphere 
exceeds 8% oxygen, cargo/ballast operations will be stopped, and 
if the deficiency is not promptly corrected, the tanker will be 
removed from the berth. 

5. Mooring Equipment: Tankers shall be equipped with mooring 
equipment which complies with the minimum specifications 
described in this regulation. 

(i) | Mooring Winches: The tanker shall be equipped with mooring 
winches which shall: 

(a) Be power operated and capable of warping the tanker. 

(b) Have a mooring line permanently attached. 

(c) Be capable of making fast mooring lines by securing the 
brake on the winch. 

(d) Have warping drums capable of handling preventer lines 
and swamped mooring lines. 

(e) If equipped with constant tension devices, have these 
devices disconnected and the brake fully applied. 

(f) Number at least 8 and be located in the following 
positions: 
Poop deck — 4. 
Foc’sle head — One each, port and starboard, located in 
such a position that the port and starboard swamp 
mooring lines may be hove in and made fast to adjacent 
mooring bitts (a single winch in this position, located so 
that ropes may be similarly handled from either side, may 
be acceptable). 
Aft main deck — One each, port and starboard. Tankers 
fitted with only one winch in the aft main deck area will 
be accepted provided a line can be deployed 
mechanically from that winch to each beam. On tankers 
fitted with only one winch, where only one of the two 
lines can be handled (hauled or veered) at once, berthing 
may be delayed in marginal weather. A tanker will not 
be accepted where only one mechanical line can be 
deployed and the other would be handled by hand. 

(ii) | Mooring Bitts: The tanker shall have at least 8 sets of mooring 
bitts. Each set shall be of a size and located near a mooring 
winch to enable making fast the preventer lines or the 
swamped mooring lines as the case may be. 
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(iii) Mooring Lines: 

(a) The mooring line on each ri winch shall have a 
minimum breaking strain (MBL) of 80 tonnes. Tankers 
with mooring lines with a MBL of less than 80 tonnes will 
only be accepted at the discretion of WAPET. Tankers 
with mooring lines of less than 80 tonnes MBL may be 
subject to greater than normal delays awaiting berthing 
in marginal weather conditions. 


(b) Each mooring line shall have a minimum length of 220 m. 


(c) Each mooring line, if a wire line, shall have a fibre tail 
(attached to each wire) between 10.5 m. to 12.0 m. with 
strength equivalent to the wire line, plus 25%. Prior to 
arrival, fibre tails should be carefully inspected for 
damage and any suspect tails replaced. Polypropylene 
is not acceptable. 

(iv) Bow Anchors: The bow anchors shall: 

(a) Be located on each port and starboard bow. 

(b) Have a minimum of 10 shackles (shots) of chain in 
tankers up to 50,000 tonnes load displacement and a 
minimum of 12 shackles in tankers over 50,000 tonnes 
load displacement. 

(c) Comply with a Classification Society recognised by the 
Australian Maritime Safety Authority. 

(v) Crane/Derrick: The tanker shall have a crane or derrick on 
the starboard side with a minimum SWL of 10 tonnes. 
Arrangements for lifting and securing hose must comply with 
the Oil Companies International Marine Forum (OCIMF) 
recommendations. 

(vi) Personnel: The tanker shall provide competent personnel to 
perform, supervise and approve all work to connect and 
disconnect the loading hose. 

(vii) Manifold Specification: The tanker's manifold shall be capable 
of being bolted to the 12 in. USAS flange of the loading hose, 
and comply with OCIMF standards for oil tanker manifolds 
and associated equipment. 

(viii) Searchlights: To permit berthing and unberthing during 
darkness, the tanker shall be equipped with a searchlight with 
a minimum diameter of 300 mm. fitted to each port and 
starboard bridge wing to provide a wide scanning range. 

(ix) Responsibility of Owner: The onus is exclusively on the Master 
or Owner to ensure that the tanker is seaworthy, and that all 
equipment is and remains in good working order and 
condition. Failure by WAPET to reject any tanker not meeting 
the requirements will not relieve the Owner of liability. 

6. Safety and Pollution: 

(i) Safety: 

(a) Tankers, which could in the opinion of WAPET possibly 
contravene the International Convention for the Safety 
of Life at Sea 1974 as amended by the 1978 Solas 
Protocol, will not be accepted. 

(b) Tankers shall be in a state of readiness at all times to 
leave the moorings. Engines should be on 20 minutes 
notice. 

Tankers visiting the Barrow Island Marine Terminal must 
comply with the minimum safety requirements specified 
in the 1.S.G.0.T.T. 

(ii) Pollution: Tankers shall: 

(a) Comply with the relevant provisions of the International 
Convention for the Prevention of Pollution from Ships 
defined as the “Convention” in the Pollution of Waters 
by Oil and Noxious Substances Act 1987 of the State of 
Western Australia and the Protection of the Sea 
(Prevention of Pollution from Ships) Act 1983 of the 
Commonwealth, and comply with other legislation of the 
State or Commonwealth pertaining to pollution. 

(b) Ensure that no rubbish is dumped from the tanker at or 
near the Marine Terminal. 

(c) Provide evidence to WAPET that the tanker is enrolled 
in the Tanker Owners Voluntary Agreement concerning 
Liability of Oil Pollution, including TOVALOP Supplement 
thereto effective 20 February 1987. 

(d) Provide evidence to WAPET that the tanker has in force 
insurances and certificates as are required of the Owner 
of ships under Australian law. 

(e) Provide evidence to WAPET that any cargoes carried by 
the tanker are either owned by, or deemed owned by, a 
member of CRISTAL, being the Contract Regarding an 
Interim Supplement to Tanker Liability for Oil Pollution 
dated January 14th 1971, as amended from time to time. 

7. Tanker Inspections: 

(a) When nominating a tanker for loading at the Terminal, the 
Shipper shall provide WAPET with a statement in writing, on 
the approved WAPET form, that the nominated tanker has 
satisfactorily undergone a ship inspection, based on OCIMF 
guidelines, and that the results of the inspection are 
acceptable to the Shipper as at the time of inspection, and at 
the time of nomination. 

(b) Where a tanker has undergone an inspection as specified in 
7(a), WAPET, at its absolute discretion, may accept the tanker 
for loading at the Terminal, subject to the tanker undergoing 
an inspection prior to loading commencing, by a qualified 
inspector at the Shipper's sole cost. In such case, Notice of 
Readiness shall not be tendered until the Shipper provides 
WAPET with a written statement, including, without limitation 
by fax or telex, that the inspection was satisfactory. 

RESTRICTIONS: Minimum Water Depth/Underkeel Clearance: The 
minimum water depth in the vicinity of the berth and in the approach 
channel is 12.0 m. below C.D. Barrow Island Tanker Moorings. A copy 
of the latest hydrographic certificate of the depth of the water is available 
from the Pilot/Mooring Master on request. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


To provide a safety margin, should sailing be delayed for any reason, 
the following underkeel clearance shall be maintained at all times up to 
and including the low water following the tanker’s projected sailing time 
as follows: 

(a) for tankers up to 33 m. beam — not less than 1.56 m.; or 
(b) for tankers over 33 m. beam — clearances specified below: 


Beam Underkeel Clearance 
(m.) (m.) 
33.0 1.56 
34.0 1.60 
35.0 1.63 
36.0 1.67 
37.0 1.71 
38.0 1.74 
39.0 1.78 
40.0 1.81 
41.0 1.85 
42.0 1.89 
43.0 1.92 
44.0 1.96 
45.0 2.00 
46.0 2.03 
47. 2.07 


Arrival Condition: Tanker shall arrive ballasted to at least one quarter 
of its Summer deadweight tonnage, with propeller (and bow thruster if 
fitted) submerged, unless directed to carry more ballast by the Pilot/ 
Mooring Master during adverse weather. Tankers should have a stern 
trim of less than 4.0 m. 

MAX. SIZE: The Marine Terminal is restricted to Tankers which have: 

(a) A loaded displacement of up to 105,000 tonnes. 

(b) A maximum beam of 47.0 m. 

(c) A maximum slab side area of 4,838 sq.m., being the product of the 
overall length and moulded depth. 

HEALTH: Tankers arriving from foreign ports must make prior 
arrangements for Quarantine and Customs Clearance through their 
agents. Port Walcott, Western Australia, is the nearest port where 
Customs and Quarantine Clearances can be obtained. 

RADIO: /nitial Message: All incoming tankers must advise the Barrow 
Island Marine Terminal of their estimated time of arrival (ETA) not less 
than 96 hours before arrival, and thereafter at intervals of 48 hours, 
24 hours and 12 hours before arrival at the Arrival Position. Should the 
expected ETA change by more than 1 hour following the 12 hour arrival 
notice, the incoming tanker must promptly notify the Terminal of the new 
arrival time. 

Time to be used for ETA is local time, which is UTC plus 8 hours 
throughout the year. 

The first message should also include: 

(a) Name and nationality of tanker, radio call sign, and INMARSAT 
telephone number. 

(b) Cargo requirements. 

(c) Deballasting time, if not concurrent with loading. 

(d) Maximum loading rate. 

(e) Arrival draft, fore and aft. 

(f) Distance in metres from the bow to the tanker’s loading manifold. 

(g) Distance from the bridge conning position to the bow in metres. 

(h) Details of the quantity and condition of ballast. 

(i) Confirmation that the inert gas system is tested and working, and 
that all cargo tanks are at or below 8% oxygen level (tanks will be 
inspected before berthing). 

(j) Confirmation of the capability to carry out closed system loading. 

(k) The Master's full name for the preparation of Bills of Lading. 

(I) Last port of call. 

(m) Confirmation that the tanker has a clean Bill of Health (if there is 
any sickness on board, the message must give all available 
information as to the possible type of sickness). 

(n) Advice of voltage of power supply and type of outlet socket (i.e. 
British, European, Japanese, etc.). 

(0) Number of shackles (shots) of anchor cable on each anchor. 

(p) Number and location of mooring wires on winches. 

(q) Number and location of synthetic mooring lines on winches. 

(r) Number and location of mooring bitts. 

(s) Is the manifold arrangement, including rigging equipment, in 
compliance with OCIMF recommendations. 

(t) Is vessel equipped with a crane or derrick, and in what position. 

(u) SWL of crane or derrick. 

ETA messages shall be sent to each of the following centres: 

Barrow Island: Tel: 091 84-3700 (office hours or by arrangement). 
Telex: AA 99125. Fax: 091 84-3799. 

Perth (all hours): Tel: O09 263 6000. Fax: 09 263 6699. 
Telex: AA 92008. 

VHF: Communications with Pilot/Mooring Master: 
Approaching the terminal: 

Tankers shall listen to Marine VHF Channel 16 when within 100 
nautical miles of the terminal. 

The Pilot/Mooring Master can be contacted during daylight working 
hours or at other times by prior arrangement on the following 
International Maritime VHF frequencies, call sign “Barrow Island”: 

Channel 16 156.8 MHz Safety and Calling; 
Channel 14 156.6 MHz Barrow Island working 
channel; or 

During Berthing and Loading: 

WAPET will provide portable UHF radios for communications between 
the tanker and the Terminal Onshore Control Room during berthing, 
loading and unberthing. Channels used are: 

Channel 1 469.775 MHz 

Channel 2 469.800 MHz 
TUGS: Mooring Vessels: WAPET may provide one or two vessels to 
assist in mooring tankers at the Barrow Island Marine Terminal: 

“Mary Anne Tide”, a 43 tonne bollard pull (3,200 b.p.h.) omni- 
directional vessel is used on a tow line from its bow to the tanker’s stern 
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when berthing. It will be positioned as near to the centre line as possible. 
“Mary Anne Tide” may stand-by throughout the loading and may assist 
in unberthing. The vessel is equipped for fire-fighting. 

If for any reason the tug is not available, berthing without tug 
assistance shall be at the Master's discretion. WAPET shall not be held 
—— for any costs or delays incurred due to a vessel awaiting a tug to 


“Stiding Osprey”, a 19.3 m. long utility vessel, whose hull is painted 
international orange, will deliver the Pilot/Mooring Master and if 
necessary, additional WAPET personnel, Agent, Customs and Cargo 
Surveyors to the tanker. “Stirling Osprey” will run mooring lines during 
berthing, and stand-by throughout the loading. 

Tankers should be ready to receive 2 large metal boxes from the 
“Stirling Osprey”, containing hose connection equipment, at the time 
the Pilot boards. These boxes will be lifted onboard the tanker using the 
starboard crane or derrick. 

Note: From time to time “Stirling Osprey” may be replaced by another 
suitable vessel. 


PORT FACILITIES: Pilot/Mooring Master: WAPET shall provide a Pilot/ 

Mooring Master to: 

(a) assist in piloting the tanker in and out of the moorings; 

(b) advise on connecting and disconnecting the loading hose; 

(c) come on matters concerning the safety of the tanker and Terminal 
facilities. 

Moorings: An 8 point mooring system consisting of 6 mooring buoys 

and 2 swamped moorings are installed. 

Preventer Lines: Preventer lines are permanently connected to each 

mooring buoy by 4.0 m. of 56 mm. U2 stud link chain. The preventer 

lines and swamped mooring lines are constructed as follows: 

(a) 76 m. of 52 mm. wire rope; 

(b) 76 m. of 88 mm. polyester superline; 

(c) 47 m. of 26 mm. FSWR; and 

(d) 30 m. tail of 32 mm. polyester. 

WAPET will provide stoppers for making fast the preventer lines and 
swamped mooring lines to the tanker’s mooring bitts. 

Crude Oil Handling Facilities — Onshore: The onshore storage and 

pumping facilities include: 

(a) 5 <x 200,000 bbi. (31,782 kilolitre) floating roof tanks; 

(b) 2 (gas engine driven) centrifugal loading pumps rated to deliver up 
to 14,000 bbls. (2,200 cu.m.) per hour of Barrow Island Crude Oil 
with up to a maximum pressure of 100 p.s.i. at the tanker rail; 

(c) one diesel driven stand-by loading pump; 

(d) associated computer control and monitoring equipment; 

Crude Oil Handling Facilities — Marine: The submarine pipeline is 

comprised of 2 sections: 

(a) Linking the shorebase facilities on Barrow Island to the Marine 
Terminal is 9,875 m. of 510 mm. x 9 mm. steel pipe, the seaward 
end of which is marked with a spar buoy. 

(b) At the seaward end of the pipeline described in (a) there is a flexible 
rubber tail/rail hose measuring 61 m. of 400 mm. and 9.0 m. of 
300 mm. (which flexible tail/rail hose is referred to in these 
regulations as the “Loading Hose"). The tanker end of the loading 
hose is fitted with a 300 mm. (12 in.) locking butterfly valve. The 
seaward end of the loading hose is marked with a yellow conical 
buoy. The tanker’s manifold shall be in compliance with the “Oil 
Companies International Marine Forum (OCIMF) Standards for Oil 
Tanker Manifolds and Associated Equipment”, and its presentation 
— shall be equipped with a 300 mm. (12 in.) ANSI Class 150 

lange. 

Fittings and Connections available at the Marine Terminal: WAPET will 

make available the following fittings to connect the loading hose to the 

tanker's manifold: 

(a) 300mm. to 300 mm. 150 USAS drain spool, with 25 n.p.t. and 
15 n.p.t. spigots for drain line and pressure gauge, with a slipping 
flange at its outboard end to ease loading hose bolt alignment. 

(b) Hanging-off connecting chain and specially modified “Blake 
Stopper” for use with loading hose. 

(c) Nylon straps and associated slings to suspend loading hose from 
tanker's crane/derrick runner. 

(d) Flange gaskets and grease. 


BERTHING/UNBERTHING: Tidal Berthing: Berthing and unberthing at 
the Marine Terminal shall take place during ebb tide unless otherwise 
approved by the Pilot/Mooring Master. 

Generally berthing will take place at high water or low water slack 
tide, to avoid the period of strongest tidal stream in the middie of the 
ebb tide. The direction of the tidal stream is approximately 245° on flood 
and 065° on ebb, and attains a rate 1.0 knots at Springs. 

Unberthing: Unless otherwise directed by the Pilot/Mooring Master, the 

tanker shall unberth: 

(a) during ebb tide after completion of loading; or 

(b) after consultation with the Master when there are strong winds at 
the Terminal area or a strong wind warning has been issued for 
the area. 

(c) in daylight, unless the tanker is fitted with approved searchlights. 

Mooring Lines: The Master shall ensure that the mooring lines are run 

off the winch sufficiently to enable it to be passed to the mooring boat 

for running to the mooring buoys. To speed up the running of the first 

line, the mooring winch should be in single gear. On completion of 

mooring, the brake on each mooring winch should be securely 

screwed up. 

Preventer Lines: The preventer lines and swamped mooring lines are 

to be hove onboard with a messenger of at least 24 mm. diameter, 

supplied by the Terminal, to the warping drum of mooring winch and 

then made fast to the bitts, being stoppered off, using “Chinese” of “West 

Country” method, with stoppers supplied by WAPET. 

Propeller: The propeller shall not be turned over with the main engine 

while the loading hose is connected or after it has been disconnected 

without first notifying the Pilot/Mooring Master. 


MOORING EQUIPMENT (TANKER): Pilot/Mooring Master: The Pilot/ 
Mooring Master will board incoming tankers at the “Arrival Position”. 
The Pilot/Mooring Master will advise the Master on approach to the 
berth, mooring and unmooring, connecting and disconnecting hoses, 
and all other operations within the Terminal area, including all 
manoeuvring of the tanker. The Master, or one of his qualified deck 
officers, must be on the bridge at all times while the tanker is being 
manoeuvred. 

Mooring Vessels: WAPET will provide one or more mooring vessels and 

crew to handle the tanker's mooring lines to the buoys and bring the 

preventer lines and swamped mooring lines to the tanker, and to assist 
in berthing and unberthing. The mooring vessels will stand-by during 
loading and unmoor the tanker on completion. 

The mooring vessels shall be under the direct control and supervision 
of the Pilot/Mooring Master. Any service and/or facilities provided by 
WAPET including, but not limited to, the services of a Pilot/Mooring 
Master, mooring vessels and their crews, or mooring and loading 
equipment, shall be at the tanker’s sole risk. 

Tanker Mooring Procedure: 

(i) | The Mooring is a conventional buoy mooring, with 6 mooring buoys 
and 2 swamped mooring lines. The swamped mooring lines are at 
the port and starboard shoulders. These swamped mooring lines 
lie on the sea bed when not in use, well clear of the manoeuvring 
area. 

(ii) An open running moor is carried out, dropping the port anchor first, 
running ahead and paying out between 9 and 11 shackles (shots) 
of cable, depending on the tanker's size. When the tanker is in the 
correct position to drop the second anchor, the starboard anchor 
is let go. The port cable is put into gear, and the cable weighed as 
the tanker is manoeuvered astern into the berth, whilst the 
starboard anchor cable is paid out. 

(iii) Whilst working the anchors, as much information as possible should 
be passed by the officer-in-charge of the foc'sle to the bridge to 
the Pilot/Mooring Master. The amount of cable paid out, the 
direction of the cable and the weight on the cable, are vital 
information for the Pilot/Mooring Master. 

(iv) Berthing assistance may be rendered by 2 mooring vessels. As the 
tanker manoeuveres astern, the windward beam tanker mooring 
rope/wire, at the after end of the main deck, will be sent away to 
the windward buoy. The tanker’s own mooring lines will be 
deployed as the weather dictates, and together with the tanker's 
anchors will be used to position the tanker in the berth. 

(v) Once the tanker is in position and all the tanker's lines are fast, a 
mooring vessel will pick up the preventer lines in sequence and 
tow them alongside the tanker. The tanker should pass a heaving 
line to the mooring vessel to pick up the terminal messenger. The 
first part of the preventer line to come onboard is the preventer tail 
which is 39m. x 32mm. of polyester rope. This soft line is 
connected by a shackle to 48 m. of 26 mm. steel wire rope, which 
is in turn connected by a 40 mm. snotter to the 88 mm. polyester 
superline (‘“Superline”), which is made fast onboard. 

(vi) The Superline should be hove as tight as possible, stoppered-off 

using the polyester stoppers supplied by WAPET and made fast 

to the tanker’s bitts. It is important that the preventer lines and 
swamped mooring lines are made fast in this way. Winding onto 
the tanker’s winches is not permitted. 

The port and starboard swamped mooring lines will be the last lines 

to be picked up in a similar way to the preventer lines. 

(viii) The tanker is not considered all fast in the berth until all the 
preventer lines and swamped mooring lines are made fast as 
required by the Pilot/Mooring Master. 

(ix) Once the tanker is all fast, a mooring vessel will tow the hose 
marker buoy alongside, and the Pilot/Mooring Master will advise 
the tanker's crew on the connection of the loading hose. A 
responsible officer and sufficient members of the tanker'’s crew 
should be available at the manifold to carry out this operation. 

(x) An emergency towing-off wire of adequate strength shall be made 
fast to a forward bollard on the tanker, and its eye run out and 
maintained at or about the waterline. 


CARGO: Barrow Island Crude Oil Properties: 
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API Gravity 37.07°. 
Density at 15°C in vacuum 0.8390 kg./It 
Reid Vapour Pressure 6 


less than —54°C. 

Flash Point (Abel) less than —27°C. 

Viscosity at 20°C 2.666 cSt. 

The average load temperature of the crude oil will vary from Summer 
to Winter. As a guide, the minimum temperature during Winter (May to 
October) can be expected to be about 23°C. In the Summer (November 
to April) the maximum temperature can be expected to be about 32°C. 
Masters requiring more information about loading temperature should 
contact the Terminal. 


LOADING: Throughout the loading operation, a responsible deck officer 

shall be in charge of operations, either on deck, or in the cargo control 

room. In addition, an efficient deck watch in constant contact with the 
cargo control room must be maintained at all times. 

Loading rates can be reduced on request at any time. Except in an 
emergency, 10 minutes notice should be given to the Pilot when rate 
reduction is required. Valves must not be closed against the oil flow 
without permission from the Terminal. Part or full closure of valves 
during loading is extremely dangerous, and can cause extensive 
damage to equipment. The Master will be held liable for any damage 
arising from such malpractice. 

Hose Connection: 

1. Upon completion of the mooring operation, the loading hose will be 
connected to the tanker’s starboard manifold. The hose connection 
will be made by the tanker’s crew, who must be under the supervision 
of a responsible deck officer. The Pilot/Mooring Master will advise 
on the correct procedures to be adopted. 
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2. The crane/derrick rigged on the starboard side will be used to hoist 
the loading hose and assist in its connection to the starboard 
manifold. The crane/derrick will be used during loading to suspend 
and take the weight of the loading hose. 

3. When the loading hose is hung-off at the tanker's rail, and lowered 
to manifold level, the blank flange on the end of the hose shall be 
removed and the loading hose bolted to the tanker’s manifold. A 
pressure gauge is provided at the top of the spool and a drain line 
at the bottom of the spool. 

4. The propeller shall not be turned over with the main engine while the 
loading hose is connected, or after it has been disconnected without 
first notifying the Pilot/Mooring Master. 

Commencement Checks: The submarine pipeline is left full of crude oil 

between tanker loadings. When all hose connections have been made 

and approved, and safety checks outlined in the International Safety 

Guide for Oil tankers and Terminals have been completed, the butterfly 

valve on the loading hose shall be opened. The butterfly valve on the 

loading hose will be bolted in the open position before loading 
commences, and should be checked frequently during the course of 
loading. 

Loading Commencement: The tanker's manifold shall be opened and 

crude oil shall be loaded by gravity. Once checks for flow have been 

completed on the tanker, the Pilot/Mooring Master will be advised to 

Start the loading pumps. 

WARNING Against Back Pressure: The submarine pipeline and loading 

hose may be damaged if subjected to sudden increases in pressure. 

Back pressure on the loading hose at the tanker’s rails must not exceed 

700 Kpa/100 p.s.i. To avoid damage to the loading equipment the tanker 

shall ensure that the following precautions are taken: 

(a) The flow of crude oil shall not be shut off by closing the tanker's 
valve or the butterfly valve on the loading hose without the prior 
approval of the Pilot/Mooring Master; 

As many tanks as possible are to be open during loading. At least 

2 tanks must be open while onshore pumps are operating at full 

speed. If the Master considers it necessary to load into one tank, 

or to otherwise reduce the loading rate for safety or its operations, 
he shall notify the Pilot/Mooring Master in sufficient time to reduce 
the loading rate; 

(c) The Master shall advise the Pilot/Mooring Master when 250 cu.m. 
of crude oil are required to complete the loading, so that the 
onshore pumps can be eased down slowly and reduced to idle. 

(d) The Master shall advise the Pilot/Mooring Master when 60 cu.m. 
of crude oil are required to complete loading, so that the onshore 
pumps can be stopped and loading completed by gravity. 

(e) On completion of loading, the tanker's manifold valve is to be closed 
slowly to minimise the surge pressure of oil in the pipeline. 

Availability of Deck Machinery: The Master shall ensure that the deck 

machinery is available for immediate use at any time throughout the 

loading operation. 

Test Calls During Loading: \n order to check radio communcations 

between the tanker and the onshore control room, the tanker shall call 

Barrow Island Terminal every hour at 15 minutes past the hour and 

advise the Terminal of the previous hour's loading rate, and total quantity 

loaded. 

Barrow Terminal shall call the tanker every hour at 45 minutes past 
the hour. 

Should either of these calls fail to establish communications between 
the tanker and the Terminal, after taking reasonable steps to re-establish 
communications, the Terminal will shut down loading until 
communications are re-established. 

Suspension of Loading during Strong Winds: During periods of strong 

winds, the Pilot/Mooring Master may advise the tanker’s Master to 

discontinue loading and disconnect the loading hose. 

The loading hose may be hung-off ready to slip or be laid down. 
Hose Disconnection: 

1. On completion of loading by gravity, the tanker’s manifold valve shall 
be closed slowly. If the manifold valve is of the type that cannot be 
closed slowly, the flow of oil shall be stopped by slowly closing a 
proportional tank valve. The back pressure at the rail will be 
monitored during this operation. Once the tanker's proportional valve 
and/or manifold has been closed, and it is confirmed that all oil flow 
has ceased, the hose end butterfly valve will be closed. Finally the 
Pilot/Mooring Master will instruct the Terminal to close the sealine 
valve. 

2. The tanker personnel shall make every effort to drain the manifold 
outboard of the manifold valve between the manifold valve and 
loading hose end butterfly valve. A drain cock is provided in the spool 
attached to the manifold for this purpose. 

3. When the hose is disconnected from the manifold, sufficient drip trays 
must be available to contain any oil remaining in the spool pieces 
and reducer and the blind flange will be replaced on the hose. The 
weight of the hose is taken on the blind pulling flange and the hose 
lifted above the deck. The hose is raised to sufficient height to enable 
the weight to be taken off the hanging-off chain. The hanging-off 
chain is then slipped and secured to the support chain. The hose is 
lowered to the rail and hung-off by the slipping chain to the Blake 
Slip. The crane hook is removed from the blind pulling flange. The 
hose buoy is then slipped and recovered by the mooring vessel. The 
Pilot/Mooring Master will instruct the mooring vessel to commence 
towing the hose buoy, and when the weight comes on the hose buoy 
chain, the order will be given to slip the hose. The handle of the Blake 
Slip is pulled and the hose falls into the sea. The mooring vessel 
tows the hose buoy to its resting position. 

Cargo Documentation and Inspection: 

1. Documents such as the Bill of Lading, Quality Certificate, Quantity 
Certificate, Time Loading Report, Certificate of Origin, Cargo Manifest 
and Master's Receipt for Documents/Samples, etc., will be prepared 
at the Marine Terminal. When the tanker has been loaded, the 
documents will be completed onboard the tanker for the Master's 
signature. 
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2. Immediately upon completion of loading, the official Bill of Lading 
quantity will be relayed to the Pilot/Mooring Master by radio. In the 
event of a dispute, the tanker will be requested to recheck the 
measurement and calculations of the quantity, but the Pilot/Mooring 
Master will not witness such measurement and calculations. After 
both tanker and Terminal figures have been verified, should an 
appreciable difference still exist, receipt of a Letter of Protest will be 
acknowledged by the Pilot/Mooring Master. 

3. Letters of Protest, if any, should be handed to the Pilot/Mooring 
Master for onward delivery to WAPET. The Mooring Master will 
acknowledge receipt of the Letter of Protest only, and is not 
authorised to approve such letter or otherwise. 

4. From time to time, Owners, Charterers, Consignees, or other 
interested parties, may appoint third party inspectors to survey the 
loading operation on their behalf. Any delays caused by such 
inspectors shall be considered delays caused by the tanker. 

5. The Pilot/Mooring Master shall keep an Operations Log of the times 
of all operations, delays, quantities loaded, ballast discharged and 
arrival and departure drafts. 

6. Prior to the disembarkation of the Pilot/Mooring Master, the tanker's 
Master shall sight and verify the times and details contained in the 
Operations Log, sign the log in the space provided and affix the 
tanker's official stamp thereto. 

7. Should the Master so require, the Pilot/Mooring Master will sight, 
verify and sign the tanker’s Record of Operations prior to his 
disembarkation. 


BALLAST: There are no facilities at the Marine Terminal to receive 
ballast from tankers. 


DEBALLASTING: The tanker shall wherever possible arrive at the port 

Hea clean segregated ballast which can be discharged overboard during 

loading. 

Ballast Operations: 

1. As there are no ballast or slop reception facilities at the Marine 
Terminal, all tankers must arrive with clean ballast suitable for 
discharging directly to sea in accordance with the standards set by 
the International Conventions. Tankers arriving with ballast 
unsuitable for discharge to sea will be rejected for loading. Any tanker 
rejected because of contaminated ballast or sea pollution will 
automatically invalidate her Notice of Readiness and will lose any 
priority of loading. Tankers discharging contaminated ballast 
overboard shall be subject to the anti-pollution laws of Australia. 
Penalties for pollution are severe. 

2. Tankers arriving at the Barrow Marine Terminal should have sufficient 
ballast to ensure safe handling and manoeuverability in the prevailing 
weather and sea conditions and in accordance with good seamanship 
practice. 

3. Tankers should have the ability to deballast concurrently with loading 
operations and any crossovers between cargo and ballast system 
must be blanked. 

4. Where a tanker arrives with clean ballast, which is not part of a 
segregated ballast system and wishes to discharge such ballast over 
the side, the following conditions shall be met: 

(a) The tanker must be operating with dedicated clean ballast tanks 
in accordance with the provisions of Regulation 13(9) or (10) of 
the MARPOL Annex 1992 revision. 

(b) The tanker must comply with MARPOL Regulation 13A, 1992 
revision. 

(c) When operating the oil content monitor required by MARPOL 
Regulation 13A, the monitor record shall be kept and the record 
given to the Pilot/Mooring Master for inclusion with the tanker's 
in port documents. 

The discharge ballast from dedicated clean ballast tanks (CBT) 

will be carried out in daylight, so that the quality of the ballast 

being discharged to the sea can be constantly observed. 

(e) If possible, an independent inspector shall inspect the ballast 
tanks at the discharge port where the ballast is taken on and 
certify that the ballast is clean. 

(f) Prior to the discharge of the ballast, an independent inspector 
shall inspect the tanks, or tanks containing the ballast and certify 
that it is clean and take samples of the ballast, one sample to be 
retained on board and the other to be kept by WAPET. 

(g) The Master of the tanker shall make a declaration that the lines 

used for the discharge of such ballast are clean and that the 

blanks separating the discharge line and the crude oil lines and 
tanks are tight and free from leaks. 

Where this ballast forms part of the ballast required to keep the 

tanker at the required safe arrival draft, it should be understood 

that it will not be discharged until an equivalent amount of crude 
oil has been loaded to maintain a safe draft as required by these 
regulations. 

5. The attention of Masters, Owners and Shippers using the Terminal, 
is respectfully drawn to the Australian Government Guidelines with 
respect to the discharge of any ballast. 


SAFETY/POLLUTION: 
Safety: 

(a) Tankers will not be accepted which could possibly contravene the 
International Convention for the Safety of Life at Sea 1974 as 
amended by the 1978 Solas Protocol. 

(b) The tanker shall be in a state of readiness at all times to leave the 
moorings. 

Pollution: 

(a) Tankers shall comply with the relevant provisions of: the 
International Convention for the Prevention of Pollution from Ships 
as defined as the “Convention” in the Pollution of Waters by Oil 
and Noxious Substances Act 1978 of the State of Western Australia 
and the Protection of the Sea (Prevention of Pollution from Ships) 
1983 of the Commonwealth; those Acts; and other legislation of 
the State or Commonwealth pertaining to pollution. 

(b) The dumping of rubbish overboard at the port is prohibited. 
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GARBAGE DISPOSAL: No facilities available. 
WASTE OIL DISPOSAL: No facilities available. 
SEAMAN’S CLUBS: None. 
CURRENCY: Australian Dollar (A.$). 
GENERAL: Port Facilities: Mail forwarded to Barrow Island for the tanker 
or its crew will be delivered by the Pilot/Mooring Master. Mailing address 
is “Name of tanker, Barrow Island, Western Australia 6712”. 
None of the following services are available at the port: 

(a) Customs or Quarantine; 

(b) ship's agency, repairs, surveying, bunkers or potable water; 

(c) medical, consular facilities, telephone, accommodation or laundry; 

If a tanker requires any of the above services, most can be obtained 

at the port of Dampier. WAPET's prior approval should be obtained if 
the attendance of any person to the tanker requires the services of the 
mooring vessel. 
Discretionary Acceptance: A tanker will be accepted for loading at the 
Port provided it conforms to the minimum requirements described in 
these Regulations. WAPET may at its discretion refuse to moor or load 
any tanker which does not conform to the requirements or is deficient 
in any manner whatsoever. 
Responsibility of Owner: The onus is exclusively on the Master or Owner 
to ensure that the tanker is seaworthy and that all equipment is and 
remains in good working order. Failure by WAPET to reject any tanker 
not meeting the requirements will not relieve the Owner of liability. 
Cathodic Protection: Tankers equipped with impressed current cathodic 
protection systems shall ensure the system is switched off prior to 
approaching the moorings until the tanker is unberthed. The Master will 
be required to sign a declaration to the effect that the impressed current 
oe protection system is turned off before the tanker is allowed to 


AUTHORITY: West Australian Petroleum Pty. Limited, 233 Adelaide 
Terrace, Perth. Postal Address: Box S 1580 P.O., Perth, W.A. 6001. 
Tel: (09) 263 6000. Telex: AA 92008 WAPET. Cables: Wapet. 
FAX: (09) 263 6699. Contact: J.C. Wright, Operations Superintendent. 
Captain C.J. Sutton, Marine Superintendent (Tel: (09) 332-4224 (after 
hours) or 018-906-744 (mobile). _ 

Barrow Island Tanker Terminal: Te/: 091-843700 (hours 0700 — 1630) 
Telex: AA 99125. FAX: (091) 843799. Contact: Captain W.E. Deacon 
(Tel: (09) 310-4875), Pilot/Mooring Master. 


BOTANY BAY, N.S.W.: 34.00 S. 151.14 E. (See Plan) 


DOCUMENTS: 

2 Crew Lists (Form M. & S. Il). 

Stores List (Form 42 A). 

Personal Effects List (Form 5). 

2 copies Health Report (Form A Q360). 

3 copies Ports of Call List (Form C & E 886). 

APPROACHES: Channel to Kurnell berths and swinging basin 
12.2 m. minimum depth. Channel to port (Port Botany) 213 m. wide and 
dredged to a minimum depth of 19.2 m. Swinging basin in port area has 
been dredged to 14.6 m. 

PILOTAGE: Compulsory. Ordered by Agent basis Master's ETA. Pilot 
boards outside Botany Bay Heads in position Lat. 34° 01.1’ S., Long. 
151° 17.5’ E. Vessels waiting for Pilot not to proceed West of Long. 
151° 15’ E. Pilot vessels fitted with VHF for communication with other 
ships. Watch maintained on Channel 13 while at sea and messages 
conducted on Channel 6. 

RESTRICTIONS: Tankers not berthed at Kurnell after sunset. Mooring 
pears 2 hours before HW at Kurnell No. 3. 


Berth Max. Length Max. Draft Remarks 
Kurnell No. 1 183 m. 8.8 m. 
. 2 200m. 10.7 m. 
Pe 3 253m. 11.6 m. 
Bulk Liquids Berth 245m. 14.0m. Max. D.W. onboard 


40,000 tonnes 

HEALTH: See “Health” before first port. 

RADIO: Sydney Radio. 

VHF: A continuous watch is kept by the Port Operations and 
Communications Centre on Channels 16 and 12 (call sign ‘Sydney 
Maritime’) and all traffic movements and approval for entry or departure 
~— controlled from the Centre on Channel 13 (call sign ‘Sydney Harbour 

trol’). 

All vessels proceeding to the Port of Botany Bay are required to advise 
‘Sydney Maritime’ by VHF or ‘Marboard’ at least 4 hours and again 
2 hours prior to their estimated time of arrival at the Port. 

All vessels (with exempt Masters only) preparing to proceed to sea 
are required to call “Harbour Control” on Channel 13 at least one hour 
prior to departure for permission to proceed. 

Also see “Sydney”. 

TUGS: Three tugs permanently stationed at Botany Bay. 


BERTHING: 
Berth Length Depth Remarks 
(m.) (m.) 
Brotherson Dock 
ANL Container Terminal 
No. 1 320 15.30 Max.LOA 310 m. 
No. 2 275 15.30 
No. 3 275 15.30 
CTAL Container Terminal 
No. 4 312 15.30 
No. 5 312 15.30 
No. 6 312 15.30 
Bulk Liquids 185 19.00 
Tanker Berths 
Kurnell No. 1 183 9.80 
No. 2 200 11.8 
No. 3 _ 13.2 Multi-Buoy Berth 


Brotherson Dock: Six berth container terminal dredged to 15.0 m., 
swinging basin at entrance dredged to 13.1 m. Northern terminal leased 
to National Terminals Australia Ltd. — 42 hectares, wharfage 1,000 m. 
comprising 3 berths, one fixed floating Ro-Ro ramp and 35 tonne gantry 
cranes. Southern terminal leased by Container Terminals Australia 
Limited — 44 hectares, wharfage 936 m., comprising 3 berths. 
SPECIALISED CARGO HANDLING FACILITIES: 
Ro-Ro Facilities: There are 3 Ro-Ro ramps at the NTA Terminal. 

All 3 ramps are 8.32 m. wide between the kerbs. They can be worked 
by fork lifts with a 30 ton lifting capacity and an axle load of 
800 kilonewtons. 


Each main ramp is 21.4 m. long 
Each link spain is 5.5 m. long 
Total length 26.9 m. 


Container Cranes: 

NTA: 3 x 35 tonne rail mounted gantry cranes, and 1 x 25.4 tonne luffing 
crane at Berth No. 3. An additional single lift crane of 35 tonnes available 
March 1990. 

CTAL: 3 x 36 tonne twin lift container gantry cranes, 1 x 84 tonne heavy 
lift crane and 1 x 35 tonne twin lift crane. 

TANKERS: See “Berthing” and “Developments”. 

Kurnell Nos. 1 & 2: Operators: Caltex Oil Refining Pty. Ltd. Finger pier 
with 2 berths; No. 1 — Eastside. No. 2 — Westside. Crude 126 in. 
1x18 in. lines — 8 in. hoses. Fuel 124 in. 1x12 in. lines — 8 in. hoses. 
White 6 in. — 16 in. Bunkers and FW ex-whart. Slop facilities up to 
8,200 tons. Berthing and unberthing at all tides, berthing during daylight 
hours only, can unberth after dark. Vessels restricted by length or deep 
draft restricted to movement one hour either side of tide. 

All vessels turn prior to berthing and are always heading out. At Berth 
No. 1 port side alongside, Berth No. 2 starboard side alongside. 
Kurnell No. 3 Berth: Operators: Caltex Oil Refining Pty. Ltd. Vessel 
moors using both anchors forward and ropes to 5 buoys and 7 swamp 
moorings, semi-circle (astern). Hoses connected midships — 2x12 in. 
to submarine line (crude). Bunkers, fuel and diesel. Fresh water 70 t.p.h. 
ex-pipe-line. 

After embarking the Pilot, vessel proceeds on the main entrance leads, 
(312°), until abeam of Bumbora, or entering the arc of visibility of Bare 
Island Light, then turn to port on the leading beacons line 271° 22’. In 
the meanwhile, the Maritime Services Board Superintendent has joined 
the vessel and taken up station on the forecastle. The vessel continues 
on the leading beacons line until the drop marks ashore are in line and 
then drops starboard anchor and turns to starboard to drop port anchor. 
After dropping the second anchor, the vessel goes astern (with the aid 
of tugs) until the hose pick-up buoys are abeam of the vessel's starboard 
manifold. When finishing up 8 shackles of chain will be in the water, so 
the vessel has to be equipped with minimum 12 shackles of chain on 
both anchors. The anchoring procedures vary with the individual Pilot. 
Some Pilots (now that a larger area has been dredged) prefer to drop 
a the port anchor and then starboard, depending on wind speed and 

irection. 

Ships initially connect their own ropes to the mooring buoys and later 
pick up the preventer wires. Weather conditions may warrant the 
connection of a second ship's rope to the buoys. 

Vessels moor with their anchors at 45° angle. 

Usually 3 tugs are being used for vessels berthing and 2 tugs for 
vessels unberthing. Ship's ropes are being used for towing ropes. 

An accommodation ladder should be rigged on the port side and pilot 
ladders on both sides. 

The sequence of letting go the mooring ropes and heaving up the 

anchors depends on the wind direction. 
Bulk Liquids Berth: Bulk liquid chemical and petrochemical cargoes 
piped to adjacent tank farms. Berthing and unberthing undertaken at all 
hours and at all stages of the tide. Vessels over 215 m. LOA berthed 
and unberthed in daylight hours only. 

Vessels usually turn prior to berthing and go port side alongside 
heading out. 

BALLAST: Tank Cleaning and Dirty Ballast Facilities: A.O.R. Berth Nos. 
1 and 2: Maximum quantity acceptable 8,255 tons. Rate 1,000 t.p.h. 

Only clean, oil free ballast water may be discharged overboard, after 
written permission received from Port Authority which is difficult to obtain. 

Severe penalties will be imposed by the Authorities for any 
infringement of Harbour Regulations, and when doubt exists with regard 
to whether the ballast is clean and oil free, then the shore reception 
facilities may be used. 

DENSITY: 1025. 

FRESH WATER: Available at all berths, rate 30 t.p.h. 

FUEL: Marine fuel and diesel oil available at Kurnell Berth Nos. 1, 2 
and 3, and at Brotherson Dock by barge (450 tons). 

FIRE PRECAUTIONS: Normal restrictions. 
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REPAIRS: Most repairs. Tankers are not allowed to be immobilised. 
Container vessels may be immobilised with the approval of the Harbour 
Master. 
DRY DOCKS: None. 
GANGWAY/DECK WATCHMEN: Availabie. 
AIRPORT: 6 km. — irs airlines. 
TIME: See “General” before first port. 
HOLIDAYS: Container Terminals work 360 days per year. 
POLICE/AMBULANCE/FIRE: Tel: 000. 
TELEPHONES: At Wharf and Kurnell Berth No. 3. AOR Ltd. 
SERVICES: Compass adjusting only. 
IDENTIFICATION CARDS: See “Melbourne”. 
DELAYS: Normal only. 
GENERAL: Weather: The area is subject to severe squalls during 
Summer months. These line squalls can be seen approaching from the 
South and their passage is confirmed by strong S.-S.E. winds. Winter 
storms are caused by the passage of cold fronts moving up the coast 
from the South. Winds shift rapidly from N.-N.W. to S.W. then S. to S.E. 
increasing in force and building up swell from S.E. 
Propellers: The turning of propellers while a vessel is secured to a berth 
is not permitted unless permission is granted by the Harbour Master. 
DEVELOPMENTS: A crude oil berth is planned to the South of the 
existing Bulk Liquids Berth. The berth will accommodate vessels up to 
120,000 tonnes deadweight and appropriate dredging in the Entrance 
Channel and the Swinging Area will be carried out. 

A second Bulk Liquids Berth is planned to the South of the existing 
Bulk Liquids Berth. 
AUTHORITY: Maritime Services Board of New South Wales, G.P.O. 
Box 32, Sydney, NSW 2001, Australia. Te/: (02) 240 2111. Telex: MSB 
SY AA 24944. Cables: “Marboard”. 

Maritime Services Board of New South Wales, Botany Bay Division, 
Private Bag No. 5, Post Office Maroubra, NSW 2035. Australia. 
Tel: (02) 3494555. Telex: 72570. FAX: (02) 3497955. 


AGENT: See “Sydney”. 


BOWEN, Queensland: 20.01 S. 148.15 E. (See Plan) 


The channel was sounded in 1988 and a least depth of 7.0 m. was 
found. The depth in the swinging basin was 5.5 m. 

The seaward end of Wharf No. 1/2 has been demolished. 

The coal loading facility on Wharf No. 3 has been removed. 
AUTHORITY: Department of Transport, Division of Harbours and 
Marine, P.O.Box 889, Bowen, Queensland 4805. Tel: (077) 861933. 
Telex: 47435. FAX: (077) 862719. Contact: Captain R.C.Johnson, 
Regional Harbour Master (Townsville). Tel: (077) 715135). 


BRISBANE, Queensland (including Fisherman Islands, 
Hamilton, Pinkenba): 27.27 S. 153.04 E. (See Plan) 


PORT LIMITS: A vessel is considered an “arrived vessel” when it is at 
the Pilot boarding grounds off Caloundra. 

DOCUMENTS: See “Melbourne” and Radio Officer's Report. 
APPROACHES: Good navigation conditions in Moreton Bay except in 
exceptionally heavy weather in N.W. channel. Minimum depth in N.W. 
channel 13.5 m., in Bar Cutting 13.0 m., in Swinging Basin at Luggage 
Point 13.0 m., to Hamilton 9.1 m. (all LWOST). Dredged channels in 
Moreton Bay minimum 300 m. width. River Cuttings 120 m. width, Bar 
Cutting 180 m. width. 

In Moreton Bay and Brisbane River the mean spring rise is 2.13 m. 

above LWST and mean neap rise is 1.74 m. above LWST. The lowest 
neap tide 1.22 m. above LWST and maximum spring tide 2.7 m. above 
LWST. The visibility is generally good except in cyclonic weather when 
heavy rain. 
PILOTAGE: Notify Agent approximately 1 week in advance. Confirm 
ETA to Duty Harbour Master 24 hours before arrival at pilotage ground, 
plus max. draft. Master of vessel to radio ETA Pilot boarding ground 
8 hours before arrival. Messages should be addressed: Shipserv 
Caloundra Signal Station. 

Contact “Brisbane Harbour” by VHF Channel 16 when within range. 
Pilot boards S.E. of Cartwright Point in position, Lat. 26° 43’ S., Long. 
153° 10.6’ E. Pilot vessel white hull with words “Pilots” in black letters. 
Orange superstructure. Place ladder about 6 ft. from water. 

Pilot ground is 44 miles from entrance to river. River then navigable 
to ocean going vessels for 14 miles from the mouth. 

Same Pilot remains to berth vessel. Pilotage time about 4 hours. 
Coastal and Reef Pilotage: Pilotage through the Inner Route of the Great 
Barrier Reef to Torres Strait is conducted by licensed pilots of the 
Queensland Coastal Pilot Service Pty.Ltd. and the Queensland Coast 
and Torres Strait Pilots Association. See “Torres Strait” for details. 

Masters are advised that pilotage in the Inner Route and at 
Hydrographers Passage is compulsory. Pilotage in the Great North East 
Channel is recommended by IMO. See “Torres Strait’. 
RESTRICTIONS: Berthing times dependent on vessel's draft in relation 
to state of tide. 

MAX. SIZE: Waterline length in river 250 m. at 9.7 m. draft. Draft at 
HWOST for tankers 12.2 m.; for cargo vessels 9.7 m. 

HEALTH: See “Melbourne”. Doctor boards at river entrance or at berth. 
Available 24 hours per day. 

RADIO: Most traffic channelled through VIB, coastal radio station 
Brisbane. VHF Channel 16, 156.8 MHz. 

RADAR: Continual watch kept at Harbour Control on relay from 
Caloundra Head and Redcliffe Peninsular Radar Stations. 

TUGS: Five tugs available, 2x61.5 tonnes, 1x33 tonnes and 
2x42 tonnes bollard pull. Tugs are privately owned. Tugs join vessel 
approaching the berth, or as may be required elsewhere in the river. 
Line boats available. 
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BERTHING: 
Depth 
Berth Length LWOST 
(m.) (m.) 
Hamilton Reach 
Hamilton Wharves No. 1 140 9.1 
No. 2 240 10.4 
No. 3 170 10.4 
No. 4 210 10.4 
Cairncross Dock 340 9.1 
Maritime Wharves No. 1 170 9.1 
No. 2 275 10.2 
No. 3 280 10.4 
Quarries Reach 
Mobil Wharf 190 8.0 
Sugar Wharf 270 10.1 
Shell Wharf 220 11.0 
Pacific Terminals 180 8.5 
Pinkenba Bulk Wharf 350 10.5 
B.P.Wharf (Products) 240 11.0 
Incitec North 210 10.5 
Incitec South 220 10.5 
Ampol Wharf (Products) 300 9.8 
Queensland Cement 220 9.8 
Fisherman Islands: 
Containers No. 1 200 12.0 
No. 2 200 12.0 
No. 3 300 12.0 
No. 4 300 12.0 
No. 5 300 12.0 
Coal Wharf 240 13.0 
Grain Wharf 240 13.0 
Ampol Wharf (Crude oil) 330 13.0 
B.P.Wharf (Crude oil) 320 13.0 
CRANES: 
Location No. Capacity 
(Tonnes) 


Maritime No. 3 

Fisherman Island No. 1 
Fisherman Island No. 2 
Fisherman Island No. 3 
Fisherman Islands No. 4 & 5 


75 (Jib Crane) 
47 (Liebherr Mobile Crane) 


64 

80 (Portainer) 

2 at 64 and 1 at 53 
(Portainers) 

BULK LOADING FACILITIES: Hamilton Wharf Berth No. 4: Gross 
handling rate for loader is 700 t.p.h. Movable conveyor system services 
110 m. of wharf. Mineral Sand — Daily rate 7,000/8,000 tonnes. 
Pinkenba: Single shiploader. Loading rate for grain 1,300 t.p.h. Silica 
sand also loaded via grain shiploader. 

Coal Whart: gh shiploader, loading rate for coal 3,300 t.p.h. 

Grain Wharf: Single shiploader, loading rate 2,500t.p.h. Storage 
capacity 60,000 tonnes. 

Woodchip Facility exports bulk pinewood chips via grain loader and 
wharf. Pally capacity 80,000 tonnes. 

BRIDGES: Gateway Bridge in Quarries Reach. Clearance 57.4 m. at 
highest tide. Vessels with structures exceeding 45 m. above waterline 
must obtain approval of Harbour Master to pass under bridge. 

phe ik Ample labour available for all cargo working except rush 
periods. 

Normal capacity per gang per shift: 60 tons break bulk; 75 tons 
Paper ood cargo. 

ANKERS: Port and Harbour Regulations stipulate that tankers use 
large coir/nylon springs for attaching vessel's fore and aft springs to the 
mooring bollards on the wharves except where tension winches are 
fitted. The springs are supplied by wharf owners. 

Moorings should consist of at least 4 parts out each end in addition 
to 2 back springs both fore and aft. If these lines are not tended and 
taut at all times the vessel cannot be considered to be securely moored. 
In addition to the above 2 lines have to be made fast: 1 fore-line from 
the main deck and 1 aft-line from the main deck. 

A rat guard is to be properly fixed to each mooring line and where it 
is not possible to place a guard on the forward or after spring lines, a 
piece of tarred rag or hessian should be attached. 

A Radar Station at Brisbane Harbour Control, Whyte Island, at the 
mouth of the Brisbane River, conducts a 24 hours, all weather watching 
brief over all ships entering or leaving the port of Brisbane. 

The load-line and freeboard of tankers arriving with full cargo may be 
inspected by the Australian Maritime Safety Authority. 

All officials or crew wishing to go to or leave the B.P. Terminal at 
Luggage Point must do so by launch. Masters should contact the local 
Agents to arrange. 

Ampol Refinery, Fisherman Islands: Dolphin berth. Berth length 330 m., 
depth 13.0 m. Grades handled: 


Cie at 


Crude Oildischarge, 4< 10 in., 3,353 m., 150p.s.i./3,500 cu.m.p.h. max. 


Fuel Oil, Diesel Oil, Gas Oil, loading 48 in., 3,353 m., 290 cu.m.p.h. 
max. 

No dirty ballast facility. 

Berthing is usually starboard side alongside (so first turning in turning 
basin). Depending on the tide, port side alongside is also a possiblity. 
B.P. Refinery, Luggage Point: Dolphin berth. Berth length 320 m., depth 
13.0 m. LWOST. Grades handled: 

Crude Oil discharge 2x12 in., 
max. 

Fuel Oil, Diesel Oil, loading 2x12 in., 1,402 m., 300 cu.m.p.h. max. 

No dirty ballast facility. 

Port side alongside. 

Ampol Products Wharf, Lytton: T-head and Dolphins. Berth length 
300 m., depth 9.8 m. LWOST. Grades loaded: 

Fuel Oil, 1x8 in., 1,676 m., 200 cu.m.p.h. max. 

Gas Oil, 38 in., 762 m., 1,500 cu.m.p.h. max. 

Ballast, 2x8 in., 1,676 m., 1,000 cu.m.p.h. max. 
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1,402 m., 150 p.s.i./3,500 cu.m.p.h. 


Kerosene, 2x8 in., 1,676 m., 1,000 cu.m.p.h. max. 

Diesel Oil, 18 in., 1,676 m., 350 cu.m.p.h. max. 

Dirty Ballast: 2x8in., 762m., max. 6,000 tons, 
1,000 cu.m.p.h. 

Starboard side alongside. 
B.P. Products, Bulwer Island: T-head and Dolphins. Berth length 
240 m., depth 11.0 m. LWOST. Grades loaded: 

All products: Loading 1x8in., 2,764m., 550cu.m.p.h. max. 
Discharge 18 in., 183 m., 150 p.s.i., 1,000 cu.m.p.h. max. 

LPG: Loading 1x6 in., 671 m., 45 cu.m.p.h. max. 

Dirty Ballast: 1x8in., 90m., max. 4,460 tons, 
1,000 cu.m.p.h. max. No ballast with chemicals acceptable. 

Either side alongside. 
Shell, Pinkenba: T-head and Dolphins. Berth length 220 m., depth 
11.0 m. LWOST. Grades discharged: 

Fuel Oil, Diesel Oil, Bitumen, 
1,000 cu.m.p.h. max. 

Gas Oil, Ballast, Kerosene, Chemicals, 18 in., 427 m., 
850 cu.m.p.h. max. 

Lub Oils, 1x8 in., 732 m., 150 p.s.i., 320 cu.m.p.h. max. 

No dirty ballast facilities. 

Starboard side alongside. 
Mobil, Colmslie: T-head and Dolphins. Berth length 190 m., depth 8.0 m. 
LWOST. Grades discharged: 

Ballast, Kerosene, Gas Oil, Chemicals, 18 in., 577 m., 150 p.s.i., 
750 cu.m.p.h. max. 

Fuel Oil, Diesel Oil, 1 <8 in., 577 m., 150 p.s.i., 800 cu.m.p.h. max. 

Lub Oils, 1x8 in., 577 m., 150 p.s.i., 300 cu.m.p.h. max. 

LPG, 1x2 in., 91 m., 15 cu.m.p.h. max. 

No dirty ballast. 

Either side alongside. 
Maritime Wharves Pty. Ltd., Hamilton: T-head and Dolphins. Grades 
discharged: 

Ballast, Kerosene, Gas Oil, Fuel Oil, Diesel Oil, 1x8 in., 
150 p.s.i., 750 cu.m.p.h. max. 

No dirty ballast facilities. 

Starboard side alongside. 

All berth depths must be confirmed prior to arrival. 

Gas freeing facilities not available, but chemist available to issue Gas- 
free Certificate. There are slop discharge facilities at both refineries. 


max. rate 


max. rate 


1x8in., 427m., 150 p.sii., 


150 p.s.i., 


1,676 m., 


Operator’s Reports: Caution: Buoys may sometimes be found in 
positions other than charted due to the effect of bad weather conditions 
or being deliberately moved as required by natural channel and bank 
movements. The channels and banks are constantly changing due to 
the effect of tidal streams accentuated by bad weather conditions. Tidal 
streams set obliquely across channels and great caution is required. 
Approaches: Caution on draft: The tidal situation in the entrance 
channels, Moreton Bay, Brisbane River Bar and swinging basin of 
Luggage Point is rather complex. Masters of crude vessels, bound for 
the Ampol or B.P. Refineries and not regularly trading to these terminals 
should, prior to loading, contact the refineries through their agents and 
ask for the maximum allowable draft. This is in order to avoid dead- 
freight claims if not loaded to maximum draft or the necessity for 
lightering prior to entering the river if too deeply loaded. There are 
2 bunker barges available (1 x 1,450 tons and 1 x240 tons). 

Traffic Control and Regulations: The Port of Brisbane Corporation 
operates an advisory type of traffic control under the control of a certified 
officer in charge of the Harbour Control. 

All shipping movements on Brisbane River shall be advised to the 
officer in charge and no vessel, with a length of 61 m. or more, shall 
enter any of the dredged cuttings or leave her berth except at a time 
approved by the Harbour Master's office. A ship about to enter the 
Brisbane River shall advise “Brisbane Harbour” at least 30 minutes prior 
to that time. 

No tanker movements in the Brisbane River during the hours of 
darkness unless approved by the Harbour Master. Normally no 
permission will be granted to enter the port and to berth between sunset 
and sunrise, but as a rule unberthing and departure will be approved if 
on flood tide and heading out. 

Shell Terminal: 
(a) Description: 

The terminal is located at Pinkenba and connected with the berth at 
Pinkenba by 8 in. pipeline of about 5,700 ft. length. 

The berths are also used by bulk grain and silica sand carriers and 
berthing priority is in order of arrival. 

(b) Berthing and Unberthing: 

Harbour Regulations restrict berthing to daylight hours only. Since it 
is normally required that tankers berth heading downstream, berthing is 
in fact restricted to daylight flood only. Normally permission will be given 
for night time unberthing on flood tide and departure. All berths in the 
Brisbane River are subject to siltation and maximum allowable draft 
should be checked prior to loading for this port. 

Pilots usually use 2 tugs for berthing and unberthing. 

Vessels turn in the Pinkenba Cutting prior to berthing with assistance 
of tugs. If necessary, anchor is used. 

Standard mooring configuration is 3 head lines, 3 stern lines, 1 breast 
line forward and aft, and 1 backspring forward and aft. 

Since ranging may be expected due to passing ships, it is 
recommended to double the back springs and to use the shore side 
nylon springs provided. A breasting dolphin about 75 ft. downstream of 
the wharf has been installed in order to decrease the overhang of longer 
vessels. 

(c) Cargo Operations: 

The berths are used for the discharge of white products, base lube 
oils and solvents. If flammable products are being discharged barricades 
will be erected, with guards. 

Ship's boom is used for hose connecting and disconnecting. 

Port Corporation inspectors may attend. 


B.P. Crude Berth: 
(a) Description: 

The B.P. Crude Berth is an island berth, consisting of a central platform 
with 2 breasting dolphins and 2 mooring dolphins at either side, located 
at Luggage Point on the Northern side of the Brisbane River entrance. 
There is no fendering on the face of the central platform. There is 
1 x 20 in. crude oil pipeline from the berth to the B.P. Refinery on Bulwer 
Island of about 6,000 ft. length. In addition there is an 8 in. bunker line 
and a 3 in. fresh water line. 

2 x 12 in. Wheaton Loading Arms and 1 x 8 in. Wheaton Loading 
Arm, all with Camlock couplings. 

Shore gangway. No ballast or slop facilities. 

(b) Berthing and Unberthing: 

Since the direction of the face of the berth is under an angle with the 
direction of the ebb tidal stream and no berthing is permitted during the 
hours of darkness, the berthing is limited to the daylight flood tide. If 
vessel is loaded to maximum draft this will be on the end of the flood. 

Vessels turn in the swinging area off the berth, with the assistance of 
tugs and starboard anchor if necessary. Pilots use 2 tugs for vessels 
up to 700 ft. LOA and 3 tugs for longer vessels. Normally there are no 
restrictions on unberthing and vessels can unmoor and depart at all 
times and at all stages of the tide. 

Standard mooring configuration is minimum 3 head lines, 3 stern lines, 
1 breast line forward and aft, and 1 backspring forward and aft. 

(c) Cargo Operations: 

Two loading arms are used for the discharge of crude oil. 

Larger quantities of fuel oil are back loaded through the 20 in. crude 
oil line, smaller quantities through the 8 in. bunker line. 

An inspector of the Port Corporation may attend. 

B.P. Products Berth: 
(a) Description: 

The B.P. Products Berth is located on Bulwer Island, nearly 3 miles 
upstream of the B.P. Crude Berth. The berth is a T-head jetty with 
2 breasting dolphins, 2 mooring dolphins and mooring posts on the river 
bank. There is no fendering on the face of the T-head. 

(b) Berthing and Unberthing: 

Since the Port Corporation objects to turning loaded tankers off the 
berth, berthing is normally restricted to the daylight flood tide and vessels 
turn in the swinging area off the berth prior to going alongside. Starboard 
anchor is used for turning if necessary. 

Pilots use 2 tugs for berthing and 1 — 2 tugs for unberthing. 

Standard mooring configuration is 3 head lines, 3 stern lines, 1 breast 
line forward and aft, and 1 back spring forward and aft. In connection 
with ranging due to passing ships, it is recommended to double the back 
springs. Mooring lines should be tended at all times while alongside. 

Ship's gangway is used. 

(c) Cargo Operations: 

Ship’s boom is used for hose connecting and disconnecting. Ballast 
and slop facilities are available. Shore connects and disconnects hoses. 

An inspector of the Port Corporation may attend. 

Ampol Crude Berth: 
(a) Description: 

The Ampol Crude Oil Berth is at Fisherman Islands on the south side 
of the Brisbane estuary. It consists of a central platform with 1 breasting 
dolphin and 2 mooring dolphins at either side of the platform. The face 
of the platform is fitted with fendering. There is a 28 in. crude oil pipeline 
of about 10,866 ft. length from the berth to the Ampol refinery situated 
adjacent to Fort Lytton. Shore gangway. Slop and facilities are usually 
not available but in an emergency the 8 in. bunker line can be used for 
this purpose. 

(b) Berthing and Unberthing: 

As pilots object to turning loaded vessels in the Brisbane River if this 
can be avoided and berthing being restricted to daylight hours, vessels 
usually berth stemming the first of the ebb tide at approximately 
1.5 hours after the HW at the Pile Light. 

Pilots use 2 tugs for vessels up to 700 ft. LOA and 3 tugs for longer 
vessels. Normally vessels can unberth and depart at all times and at all 
stages of the tide. 

The controlling depth alongside the berth is 13.0 m. below chart 
datum. Maximum allowable draft 41 ft. (depending on height of tide). 
Maximum LOA 850 ft. 

Standard mooring configuration is minimum: 3 head lines, 3 stern 
lines, 1 breast line forward and aft, and 1 back spring forward and aft. 
Shipmaster’s Report: February 1992. 

No objections to turning loaded vessels. According to our pilot's 
information, tankers usually turn before berthing, to go alongside head 
outward. 

Foreign tankers berth in daylight only, against the tide. 

(c) Cargo Operations: 

3 loading arms are used for the discharge of crude oil. 

An inspector of the Port Corporation may attend. 
Ampol Products Berth: 

(a) Description: 

The Ampol Products Berth is located 2 miles further up the south bank 
of the river from the Crude Berth at Lytton Rocks Cutting. There is a 
road from the refinery main gate direct to this berth (1 mile). The berth 
is a T-head jetty with 2 breasting dolphins and 4 mooring dolphins. 

(b) Berthing and Unberthing: 

Vessels usually berth head down river and consequently berthing is 
restricted to the daylight flood tide and vessels turn in the swinging area 
at Pinkenba prior to going (starboard side) alongside. Port anchor is 
used if necessary. 

Two tugs are being used for berthing and one tug for unberthing. 

Unberthing normally at daylight floodtide. 

Standard mooring configuration: 3 head lines, 3 stern lines, 1 breast 
line forward and aft, and 1 back spring forward and aft. It is 
recommended to double the back springs. Mooring lines to be tended 
at all times while alongside. 

Ship's gangway is used. 
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(c) Cargo Operations: 

Ship's boom is used for hose connecting and disconnecting. A number 
of products are loaded through common pipeline. Ballast and slop 
facilities are available. Shore connects and disconnects hoses. 

An inspector of the Port Corporation may attend. 

DENSITY: 1025 (possibly less during cyclone conditions). 
CONSULS: 

Austrian Honorary Consul, 
Tel: (07)262 8955. 

Belgium Honorary Consul, 92a Macarthur Avenue, Hamilton. Tel: (07) 
268 7955. 

Bolivian Honorary Consul General, 210 Queen Street, Brisbane. 
Tel: (07) 221 1606. 

British Consulate General, BP House, 193 North Quay, Brisbane. 
Tel: (07) 236 2575. 

Chilean Honorary Consul, 204 Baroona Road, Roslie. Tel: (07) 368 


4073. 
Cyprus Honorary Consul General, 280 Sir Fred Schonell Drive, 
301 Wickham Street, Fortitude Valley. 


30 Argyle Street, Breakfast Creek. 


St.Lucia. Tel: (07) 371 5105. 

Danish Honorary Consul, 
Tel: (07) 854 1855. 

Finnish Honorary Consul, 
Tel: (07) 201 0232. 

French Honorary Consul, 255 Adelaide Street, Brisbane. Tel: (07) 229 
8201. 

German Honorary Consul, 10 Eagle Street, Brisbane. Tel: (07) 221 
7819. 

Greek Honorary Consul General, 215 Adelaide Street, Brisbane. 
Tel: (07) 228 5677. 

Italian Consul, 133 Leichhardt Street, Spring Hil!. Tel: (07) 832 0099. 

Japanese Consul General, Comalco Place, 12 Creek Street, Brisbane. 
Tel: (07) 221 5188. 

Netherlands Honorary Consul, 
Tel: (07) 839 9644. 

New Zealand Consul General, 288 Edward Street, Brisbane. Tel: (07) 
221 9933. 

Norwegian Honorary Consul, 301 Wickham Street, Fortitude Valley. 
Tel: (07) 854 1855. 

Papua New Guinea Consul, 
Brisbane. Tel: (07) 221 7915. 

Philippines Honorary Consul General, 482 Kingsford Smith Drive, 
Hamilton. Tel: (07) 268 8235. 

Polish Consulate, 324 Queen Street, Brisbane. Tel: (07) 221 9564. 

Portuguese Honorary Consul, 379 Queen Street, Brisbane. Tel: (07) 
229 2233. 

Republic of Malta, 4/215 Adelaide Street, Brisbane. Tel: (07) 229 
4388. 

Solomon Islands Consulate General, 255 Adelaide Street, Brisbane. 
Tel: (07) 221 7899. 

Spanish Honorary General, 131 Elizabeth Street, Brisbane. Tel: (07) 
221 8571. 

Sri Lankan Honorary Consul, 139 Roghan Road, Taigum. Tel: (07) 
265 3693. 

Swedish Consulate, 60 Edward Street, Brisbane. Tel: (07) 221 9797. 

Swiss Honorary Consul, 15 Cowra Street, Wavell Heights. Tel: (07) 
266 9782. 

Thailand Royal Thai Consulate, 5/101 Wickham Terrace, Brisbane. 
Tel: (07) 832 1999. 

United States of America Consul, 383 Wickham Terrace, Brisbane. 
Tel: (07) 405 5555. 

Uruguayan Honorary Consul, 
Tel: (07) 868 1181. 

FRESH WATER: From mains, generally at 35 t.p.h. Contact local agent 
to confirm. 

FUEL: Oil bunkering facilities are available at Maritime Wharves No. 1, 
2 and 3. 

Also from the following oil company terminals: 

B.P. (Pinkenba); Shell (Pinkenba); Ampol (Lytton); Mobil (Colmstie); 
B.P. Maritime (Hamilton). 

The oil companies will also deliver fuel by road tanker to cargo berths. 

A barge bunkering service supplying marine fuel oil, plus lube and 
gas oil, is operated within the port by Riverside Oil Bunkering Co. Pty. 
Ltd. Ene largest capacity barge is 1,450 tons, discharging rates up to 
580 t.p.h 

This service is also available at Moreton Bay Anchorage (Brisbane 
Roads) for ships requiring bunkering only (24 hours service). Apart from 
pilotage, there are no navigation charges or tugs required to stand by 
at anchorage. 

REPAIRS: All major repairs undertaken, including main propulsion 
diesel engines, steam turbines, boilers, reduction gearing servicing, 
propellers, tailshafts, stern bearings, all engine-room repairs, deck gear, 
radar, radio and sonar equipment, fitting-out berths. 

DRY DOCKS: May be re-opened. 

GANGWAY/DECK WATCHMEN: Normally by crew, but can be hired. 
OPENING/CLOSING HATCHES: Performed by stevedores/crew. 
CARGO GEAR: Heavy lift facilities up to 80 tons available at certain 
wharves. 

HOLIDAYS: New Year's Day; W.W.F. Picnic Day; Australia Day; Good 
Friday; Easter Monday; Anzac Day; Queen's Birthday; Christmas Day; 
Boxing Day. 

Close Holidays — Christmas Day, Good Friday, Anzac Day, Labour 
Day, W.W.F. Picnic Day (No labour available these days). Some public 
holiday dates vary from year to year. Consult Agent for current 
information. 

CUSTOMS ALLOWANCES: See “Melbourne”. 

AIRPORT: International flights to Canada, Fiji, Hawaii, Hong Kong, 
Japan, New Caledonia, New Zealand, Papua New Guinea, Philippines, 
Singapore, United Kingdom, U.S.A. and Vanuatu. 

TIME: See “General” before first port. 


132 Tanderra Way, Karana Downs. 


101 Wickham Terrace, Brisbane. 


Capita House, 307 Queen Street, 


140 Links Avenue, Eagle Farm. 
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POLICE/AMBULANCE/FIRE: Tel: 000 and ask for service required. 
TELEPHONES: At most wharves. Can be connected on board. 
IDENTIFICATION CARDS: See “Melbourne”. 
SEAMAN’S CLUBS: Seafarers’ Centre, Harbour Road, Hamilton. 
Tel: 268-3495. Public transport to and from the city is convenient/ 
available. Look for bus numbers 150, 160, 170, 180 and 190. 
Seafarers’ Centre, Port Drive, Fisherman Islands. Tel: 895-1181. 
re ular public (bus) transport is not available. However, group bus tours 
and/or group bus transport to the city can be organised by informing the 
Seafarers’ Centre. Fisherman Islands, 12 hours before the bus is 
required. Taxis: Ascot Tel: 831-3000; Black/White Tel: 238-1000; 
Wynnum Tel: 396-2111 (local company); Yellow Tel: 391-0191. 
GENERAL: De-Bunkering: \n order to load more cargo, a vessel de- 
bunkered whilst alongside and re-bunkered in Moreton Bay in deep 
water and was thereby able to load an additional 600 tons of cargo 
(October 1987). 
Charts: Australian Charts No. 235, 236, 237 and 238. 
DEVELOPMENTS: A strategic plan for development of the port to 2005 
and beyond was released in May 1992, and is available for inspection. 
Rail Intermodal Terminal, container park and standard gauge rail link 
to Fisherman's Islands are due for co oreo by early 1995. 
Please contact the Port of Brisbane Corporation for further details. 


RADIO OFFICER’S REPORT: September 1990. 

Brisbane was the last port of call in Australia. 
Documents: 

Customs will normally only board the ship at departure. Quarantine 
will not board the ship. 

Sealed envelope from Customs in Sydney handed over. 2 copies of 
Crew List required. 

If the vessel is going to Indonesia, Hong Kong or Singapore after 
Australia, the following forms should be faxed prior to departure: 
Indonesia: Crew List to be faxed to first Indonesian port for pre-arrival 
clearance. 

Crew List to be faxed to Hong Kong for pre-arrival 
clearance (not possible with crew nncres from 
communist countries). Also List of Ports of Call, copies of 
Registry, Safety Equipment, Safety Construction, Safety 
Radio, Load Line and Derat Certificates. 

Crew List to be faxed for pre-arrival clearance. 


Hong Kong: 


Singapore: 


AUTHORITY: Port of Brisbane Corporation, Port Centre, 369 Ann Street, 
G.P.O. Box 1818, Brisbane, Australia 4001. Te/: (07) 8330833. Telex: 
AA42780. FAX: (07) 8393591. Cables: Portbris. Contact: Mr.G.J. Martin, 
Chief Executive Officer. 
Harbour Master's Office: Tel: 895-1318. 

AGENT: Patrick Sleigh Shipping egy Pty. Ltd., G.P.O. Box 1460, 
4th Level, Elders House, 10 Felix Street, Brisbane, Queensland 4000. 
Tel: (07) 221 2275. Telex: 40260 PATSLE. Fax: (07) 221 0124. Seagram 
Code: 4BPATSLE. 


BROOME, W.A.: 17.59 S. 122.14 E. (See Plan) 


PORT LIMITS: East limit: From Fall Point (17° 59.1’ S., 122° 20.3’ E. 
approx.) in a direction 180° — 4.5 miles to position 18° 03.6’ S., 
122° 20.3’ E., thence. 

South limit: In a direction 270° — 10.5 miles to position 18° 03.60’ S., 
122° 09.35’ E., thence. 

West limit: In a direction 000° — 8.25 miles to position 17° 55.40’ S., 
122° 09.35' E., thence. 

North limit: In a direction 090° about 3.1 miles to the shore 
(17° 55.40' S., 122° 12.60’ E. approx.) 
CERTIFICATES/DOCUMENTS/HEALTH: See “Melbourne”. 
PILOTAGE: No resident Pilot. Inform Marine and Harbour Department, 
Fremantle ETA 2 weeks in advance. Pilot boards approximately 292° 
(T) distant 4.5 miles from Gantheaume Point. 

RESTRICTIONS: Channel between Channel Rock and Middle Bank 

dredged to 5.3 m. LWOST. Vessels of more than 5.2 m. draft restricted 

to height of tide for arrival/departure. HWOST 8.38 m. HWONT 5.24 m. 

MAX. SIZE: Draft 9.15 m. 

VHF: Channels 6, 12 and 16. 

TUGS: None. 

BERTHING: 2 berths. Outer berth max. length 186 m., 9.75 m. LWOST. 

Inner berth length 146 m., depth 8.5 m. LWOST. 

STEVEDORES: 2 gangs working 0600 hrs. — 2100 hrs. and 2100 hrs. 

— 0600 hrs. 

CARGO GEAR: See “Melbourne”. 

FRESH WATER: Unlimited supply. Rate up to 20 t.p.h. at a cost of 

$1.40 per 1,000 litres. 

y oe Diesel oil available, provided prior notice given to BP or Shell 
ents. 

REPAIRS: Minor repairs possible through Port Engineering Services 

and Broome Slipways. 

TIME: See “General” before first port. 

GARBAGE DISPOSAL: Garbage disposal available with skips, A$18.00 

per removal at any time. 

caren garbage subject to quarantine restrictions as no large 

a incinerator available. Garbage Contractor: Tel: 091-921169. 
WAS OIL DISPOSAL: Very limited service available — Mobile road 
tanker capacity 8,000 litres. 

No barges, no shore tanks, no special berth available. Telephone 
pr ie contractor on telephone number above. 

AMAN’S CLUBS: None. 
U.S.$0.78. No currency 


CURRENCY: Australian Dollar. A$1.00 = 

restrictions. 

GENERAL: Tides: Both ebb and flood in direction of line of jetty. Tide 
has apparent ebb period of 8 hours, flood 4 hours. Slack water 2.5 hours 
prior HW and LW. Information given by radio. 
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AUTHORITY: Department of Transport, P.O. Box 402, 1 Essex Street, 
Fremantle, Western Australia 6160. Te/: (09) 335-0888. Telex: 94784. 
FAX: (9) 335-0850. Contact: R.S. Purkiss, Director of Marine. 

Department of Transport, P.O.Box 46, Broome, Western Australia 
6725. Tel: (091) 921304. FAX: (091) 921778. Cables: Harbour Master 
Broome. Contact: M. Gower, Port Superintendent. 


AGENT: Sub-agent of Patrick Sleigh Shipping Agencies Pty. Ltd., 
Fremantle. 


BUNBURY, W.A.: 33.19 S. 115.38 E. (See Plan) 
DOCUMENTS: 
No. of 
Copies Form Notes 
2 Form 5 — Part One _ 


Ship's Report of Arrival 
2 Form 5 — Part Two _— 
Crew Effects Declaration 
2 Form 5 — Part Three —_ 
Crew Effects Declaration 
(continuation) 
Form 5 — Part Four — 
Record of Ship’s Stores 
Form 3A — Crew Report 
Form 3B — Crew Report _ 
Form B921 — Loading Ports 
List 


_ 


NNN 


If entering with Cargo. 


1 Ships Pets (QA 76 Form E) Nil return required. 
1 Shipmasters Bond (QA 5) Only if Ship has Pets on 
Board. 


1 Animal Cargo (QA 3) Only if Animal Cargo on 
Board. 
2 Form F. Q360 Primary 
Health Report 
If Passengers on Board: 
3 List of Passengers 
Disembarking in Australia 
(Form M308) 
5 __List of Passengers not 
Disembarking in Australia 
(Form M309) 
“ hail to the above Forms, the following certificates need to be 
sight 
1. Last Port Clearance. 


To be Divided into Ports of 
Disembarkation 


2. Ship's Registry. 

3. Load Line. 

4. Safety Radio. 

5. Safety Construction. 

6. Safety Equipment. 

7. International Oil Pollution Prevention Certificate and Attachment. 
8. International Tonnage Measurement Certificate. 

Pre-Arrival (48 hours prior to Arrival): 

Crew List. 

Ship’s Arrival Details (Ship's Particulars, previous Ports, Certificates). 
PILOTAGE: Compulsory with exception of Masters who hold an 
exemption certificate for the port. Radio Harbour Master, Bunbury 24 
hours and 4 hours notice. VHF Channel 16 — pilot boat. Base set not 
manned continuously but pilot boat may be contacted 1 hour before 
arrival. Pilot boat — White hull, orange wheelhouse, three blue stripes, 
“No. 104” on hull, name “Leschenault” and “Koombana”. 

Pilot boards 1.5 — 2.0 miles from Breakwater in position Lat. 33° 17’ S., 
Long. 115° 37’ E. 

ANCHORAGE: Between Latitudes 33° 16’ S. and 33° 17’ S. and 
Longitudes 115° 36’ E. and 115° 37’ E. 

Holding ground is good, but unprotected during bad weather 
conditions. In such conditions Masters are advised to remain at a 
minimum of 5 miles off the coast. 

RESTRICTIONS: Vessel may berth and sail at night, but this will be 
dependent on priority of other vessels, labour availability, and weather 
conditions. 
Channel Limitations: 
Depth in Approaches 13.4 m. at Chart Datum. 
Depth in Inner Harbour 12.2 m. at Chart Datum. 
Stepped to 12.8 m. at seaward end, at Chart Datum. 

Depth in Approaches to Outer Harbour 9.6 m. at Chart Datum. 
Tides: 

Maximum predicted H.W. Springs 1.3 m. above Chart Datum. 

Minimum predicted L.W. Springs 0.0 m. above Chart Datum. 

Heights are subject to atmospheric conditions; up to 0.3 m. either side 
of predicted height. 

MAX. SIZE: Outer Harbour: Max. length 220 m. Deepest permissible 
loaded draft 9.0 m. at No. 1 Berth and 8.7 m. at No. 2 Berth. 

Inner Harbour: Max. length 244 m. Max. draft 11.6 m. 

HEALTH: Quarantine inspection required if Bunbury is first Australian 
port. Quarantine inspection for Health Clearance — hours of inspection 
0600 — 2200. Also see “Melbourne”. 

RADIO: Perth Radio. 

VHF: The Base Station is “Port of Bunbury”, Call Sign “VZ6 PO", 
which monitors Channel 16. 

It is not manned continuously, but a listening watch is kept prior to a 

vessel's expected arrival, except when the Master has previously been 
advised by radio to anchor and await pilot. 
TUGS: 2 tugs available. ““Capel" (42 tonne bollard pull) and “Elgin” 
(42 tonne bollard pull). Join vessel off berth. Ship's lines used if 
necessary. The tugs are normally manned from 0800 hrs. to 1600 hrs. 
weekdays. At other times, tugs must be pre-arranged. 


BERTHING: Outer Harbour: 
No. 1 Breakwater (Landbacked) Berth: Primarily a specialised bulk 
berth, length 184 m., with a travelling mechanical Shiploader, rated at 
800 tonnes per hour, linked with adjacent storage for the export of 
Mineral Sands. Vessels up to 210m. in length have been safety 
accommodated at this berth. 

Deepest Permissible Draft: 9.2 m., plus an allowance for tide. 

No. 2 Breakwater (Landbacked) Berth: General purpose berth, length 
184 m. 

Deepest Permissible Draft: Southwest end 8.0 m. and Northeast end 
9.0 m., plus an allowance for tide. 

Weighbridge: Capacity 50 tonnes, platform 15m. x 3m. 

Original Wooden Cargo Jetty: Now disused, and not maintained. Not 
suitable for laying up (to be removed in February 1994). 

Inner Harbour: 

No. 1 Berth: Primarily a specialised Woodchip loading berth, length 
381 m., equipped with a fixed mechanical loader, rated at 1,000 t.p.h., 
linked to adjacent storage. Vessels should prepare extra long flaked 
back springs on the main deck amidships for hauling the vessel along 
the berth during loading operations. 

No. 2 Berth: General purpose berth, length 240 m., equipped with mobile 
hoppers for bulk discharge. Large ship's side storage area available. 
There is a rail spur on to this berth, but not to the ship's side. 

Weighbridge: Capacity 60 tonnes, platform 18 m. x 3m. 

‘A’ Berth: Specialised Bulk Alumina loading berth, utilised by Alcoa and 
Worsely Mining Companies. Equipped with a travelling mechanical 
shiploader rated at 2,000 t.p.h., linked to adjacent storage. 

Vessels up to 230m. in length, and 36m. beam, may be 
accommodated without shifting ship during loading. 

There is also provision for discharging bulk liquid caustic soda through 
‘Chicksan’ connections to adjacent storage tanks. Connection is 12 in. 
bore with 19 in. outer diameter flange. 

Deepest Permissible Draft in Inner Harbour at all berths is 11.6 m. 
Air Draft of Mechanical Loaders: 


No.1 Breakwater Berth 12.0 m. above chart datum 
No.2 Breakwater Berth 

No.1 Inner Habour 17.0 m. above chart datum 
a Inner Habour 13.5 m. above chart datum 


Outreach of Mechanical Loaders: 


No.1 Breakwater Berth 12.2 m. from Wharf Face. 
+4.6 m. with spout at 30°. 

No.2 Breakwater Berth 

No.1 — Inner Harbour 18.5 m. from Wharf Face 
over a length of 163 m. 

‘A’ Inner Harbour Mechanical trimmer 


permanently attached. 
Hopper Limits (No.2 Inner Harbour): 


Ship side to hopper centre 4.3m. 
Hopper height 6.1m. 
Head clearance under hopper 3.5m. 


Bulk Discharging Rate (No.2 Inner Harbour): Free grabbing average of 
100 t.p.h. per grab. 


Stack 
Wharf Loading Limits: Vehicle Tonnes 
sq.m 

No.1 Breakwater Berth Standard Semi Trailer ik 
No.2 Breakwater Berth 10 tonne Mobile Crane 3.4 
No.2 Inner Harbour ‘Towmotor AH60' 60T. 4.4 

‘Scheuerle’ 96 wheel 350 T. 

‘MS18' 14.7 T. 

Height Above 

Fendering System Levels: Cc/D 
No.1 Breakwater Berth Horizontal Rubber Fenders 3.0 m. 
No.2 Breakwater Berth Timber Facing 1.0m. 
No.1 Inner Harbour ‘Bridgestone’ C1600H 

Rubber Fenders 2.0m. 
No.2 Inner Harbour Horizontal Rubber Fenders 2.5m. 

Vertical rubber Fenders over 

65 m. section. 1.5m. 
‘A’ Inner Harbour ‘Seibu’ H1400 Timber Faced, 

Rubber Fenders. 0.5m. 
All Wharf Deckings 3.66 m. 


Gangway: 
No.1 Breakwater Berth 
No.2 Breakwater Berth 
No.1 Inner Harbour 
No.2 Inner Harbour Ship's Gangway 
‘A’ Inner Harbour Shore Gangway from S.W.dolphin 
A 6 m. brow is available from the Port Authority. 

BULK HANDLING FACILITIES: See “Berthing”. 

Stowage Factors: (Average): 


Ship's Gangway 
Ship's Gangway 
Shore Gangway from shiploader 


cu.ft./ton cu.m./ton 
Ilmenite 14 0.40 
Rutile 14 0.40 
Zircon 14 0.40 
Leucoxene 14 0.40 
Synthetic Rutile 25 0.71 
Kaolin Clay 27 0.77 
Spodumene 24 0.68 
Alumina 36.5 1.03 
Woodchips 85 2.40 


STEVEDORES: Weekdays — ETA to be advised by 1500 hrs. previous 
day for labour requirements on that day. Weekends — ETA required by 
0600 hrs. Friday. 

DENSITY: 


Outer Harbour 1024 — 1025 
‘A’ Inner Harbour 1022.5 — 1024 
Berths No.1 & 2 

Inner Harbour 1023 — 1026 


AUSTRALIA 


MEDICAL: Medical attention available. Hospital facilities available. 
Vaccinations and valid certificates required. 

TANKERS: No facilities. 

FRESH WATER: Readily available. Rates: Outer Harbour 25 t.p.h. Inner 
Harbour 30 t.p.h. and Inner Harbour (non potable) 100 t.p.h. 

FUEL: Furnace oil by road ex-Fremantle. Marine and light diesel by 
road. 

CONSULS: Vice-Consul for Norway. 

REPAIRS: Ship repairs, engineering, electrical and electronic repairs 
can be arranged through agent. 

DRY DOCKS: None. 

GANGWAY/DECK WATCHMEN: Not required, except for Hazchem 
products. 

OPENING/CLOSING HATCHES: Preferably by crew. 

CUSTOMS ALLOWANCES: Each crew member 200 cigarettes initially 
and thereafter as required in reasonable quantities. Wine and/or Spirits, 
open bottles of spirit on arrival not to exceed 1 litre and thereafter as 
required in reasonable quantities. 

CARGO GEAR: Must comply with Australian Loading and Unloading 
Safety Regulations. See “Melbourne”. 

REPATRIATION: Facilities available. 

AIRPORT: Light aircraft landing strip only. 

TIME: See “General” before first port. 

HOLIDAYS: Days on which work cannot be performed by stevedores: 
Good Friday, Anzac Day, Labour Day, Christmas Day, Waterside 
Workers’ Picnic Day. 

POLICE/AMBULANCE/FIRE: Emergency Number Bunbury 000. 
TELEPHONES: Available on application. 

IDENTIFICATION CARDS: See “Melbourne”. 

GARBAGE DISPOSAL: Daily collection by Bunbury Port Authority. Bins 
placed alongside. Charges: A$45.00 per day per visit plus A$3.00 per 
day per person on board. 

WASTE OIL DISPOSAL: Service by road tanker. Contact: South West 
Waste Disposals, Short Street, Picton, W.A. 6229. Tel: (097) 254419. 
SEAMAN’S CLUBS: Missions to Seamen, Victoria Street, Bunbury. 
Tel: (097) 212370. 

DELAYS: Generally no delays. 

GENERAL: 

Charts: Australian Charts No. 115, 334, 335, 755, 756, 4726. 
Publications: Australia Pilot, Volume V 

Oily Water Disposal: Privately owned road tankers with limited capacity 
available. 

Stores: Available through local providoring companies, including bonded 
stores. 

Services: Electricity, garbage disposal, and other sundry services by 
arrangement with the Port Authority. 

DEVELOPMENTS: Two new berths to be constructed with depth 
12.2 m. for handling of alumina and mineral sand. 


SHIPMASTER’S REPORT: February 1993. 

Approaches: Australian Chart No. AUS 115, found to be as charted. 
Pilots: Pilots request that vessels arriving do not come closer than 
1.5 miles from the Buoy No. 3. They will come further out to meet 
approaching vessels. Boarding speed about 5 — 6 knots. 

Works in Progress: At the S.E. end of the Inner Harbour, dredging and 
blasting taking place to increase the length of the alumina loading berth. 

The present Alumina Berth “A" is used by Alcoa and Worsley, who 
both have direct connections from the loading facility to silos ashore. 
Ship Supply Services: Most Fremantle chandlers will attend vessels at 
Bunbury 

On this visit, vessel was attended by Sealanes, 178 Marine Terrace, 
South Fremantle, for Unitor Gasses, and Imes Ship Supply, 47 Quarry 
Street, Fremantle, for provision. 

Fuel: Vessels are not permitted to take bunkers at the alumina loading 
berth, but may take bunkers by road tanker at other berths. 

The nearest bunker facility is at Fremantle. 

Repatriation/Airport: Perth International Airport is about 2 hours away 
by road. Joining and repatriation can be arranged eet this airport. 
Loading Rate: At alumina facility, rate is 2,000 tones per hour, and work 
is reported to be on a 24 hour basis, 365 days a year. 

Holds: Hold cleanliness for loading alumina is to the grain standards for 
Australia. 

Woodchip Loading: Woodchip loading vessels are likely to have to 
contend with “Green” demonstrators in inflatables and on sail boards 
on arrival and departure. 

Tugs and pilot vessel give assistance in clearing the way 
Crew List: The Agent requested a Crew List to be jetted from the 
previous port (Singapore), and this was updated by telex for persons 
signed-off at a port of refuge during the passage to Bunbury. 

No problems were experienced with Immigration formalities. 

Identity Cards: \mmigration Authorities were happy that recent 
photographs of all crew on suitable |.D. cards were ready on arrival for 
retention on board. 

The Agent arrived on board with a polaroid camera, to take the 
photographs if required, and also the Flying Angel will take photographs 
and arrange |.D. cards. 

Radio Pratique: Granted prior to arrival, the required quarantine 
message having been sent to the agency some 36 hours before arrival. 

When acknowledging ETA messages, the Agent sent reminders that 
this message was to be sent to them, and not direct to the Health 
Authorities. 

Mobile Telephone: Placed on board by the Agent. 


AUTHORITY: Bunbury Port Authority, P.O.Box 4, (1 Henry Street), 
Bunbury 6230, Western Australia. Te/: (097) 21-2800. FAX: (097) 
218253. Contact: D.Figliomeni, General Manager. C. Ambrose, 
Harbour Master. 

AGENT: Patrick Sleigh Shipping Agencies Pty.Ltd., Unit 1, 23 Thomas 
Street, Bunbury, W.A. 6230. Postal address: P.O.Box 656, Fremantle, 
W.A. 6160. Tel: (097) 21 9922. Telex: Via Fremantle 92434 PATSLE. 
Fax: (097) 21 9922. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


BUNDABERG, Queensland: 24.45 S. 152.24 E. 
(See Plan) 


PORT LIMITS: Along the major arc of a circle radius 4 miles, centred 
on South Head light (24° 45.6’ S., 152° 24.7’ E. approx.), commencing 
at a point (24° 44.3’ S., 152° 20.6’ E. approx.), extending in a Northerly, 
Easterly and Southerly direction to a point near Bargara (24° 48.6’ S., 
152° 27.6’ E. approx.). 

CERTIFICATES/DOCUMENTS/HEALTH: See “Melbourne”. 
DEPTHS: (Datum) Channel 7.26 m.; Swinging Basin 7.26 m., Sugar 
Berth 9.66 m.; Oil Berth 9.66 m. Keel clearance normally 0.9 m. 
PILOTAGE: Compulsory. Radio not less than 24 hours ETA; VHF 
Channel 16. 

Pilot boards 2.5 miles East of South Head Lighthouse. 

Coastal and Reef Pilotage: Pilotage through the Inner Route of the Great 
Barrier Reef to Torres Strait is conducted by licensed pilots of the 
Queensland Coastal Pilot Service Pty.Ltd. and the Queensland Coast 
and Torres Strait Pilot Service. See “Torres Strait” for details. 

Masters are advised that pilotage in the Inner Route and at 
Hydrographers Passage is compulsory. Pilotage in the Great North East 
Channel is recommended by IMO. See “Torres Strait”. 
RESTRICTIONS: Length 182.87 m. maximum. Vessels not to pass out 
through sea reach on ebb. Channel width 76 m. Also see “Delays”. 
RADAR/VHF: No radar service. Bundaberg Port Authority office, craft, 
tug and pilot launch can be contacted on VHF Channel 16 during office 
hours. 

TUGS: One tug, 33 tonnes bollard pull, owned by Gladstone Tug 
Services Pty. Ltd., and one work boat of 4 tons bollard pull, owned by 
the Port Authority, which may be used for pushing, are available, both 
fitted with VHF. Ship's lines or tug’s lines are used, and no charge for 
a, lines. 
BERTHING: No. 1 Bulk Sugar Berth 190 m. long. No. 2 Oil, Molasses, 
Aqua Ammonia, 80 m. long. 
SPECIALISED CARGO HANDLING FACILITIES: Bulk Sugar Berth: 
Loading by movable gantry at 1,400 t.p.h. 
Bulk Molasses: Loading rate 240 t.p.h. No facilities for containers or 
Roll-on/Roll-off traffic. 
Oil Berth: Facilities for discharge all petroleum products and aqua 
ammonia and loading molasses. 
MEDICAL: Hospital facilities available. 
TANKERS: 10 in. lines. No slop discharge facilities. Oil tankers, 
discharge only. Molasses tankers, load only. Depth alongside tanker 
berth 10.0 m. Datum. 
DENSITY: Average density about 1025. 
FRESH WATER: Available, delivered by hose, variable loading rate and 
qualty (bore water) 12 t.p.h. Cost 50 cents per 1,000 litres. 

UEL: All grades available, 24 hours notice required. 
CONSULS: None. 
REPAIRS: Almost all types of deck and engine repairs possible. 
DRY DOCKS: No dry dock. Slipway for small vessels only. Mobile and 
floating cranes may be hired. 
SURVEYORS: 

(1) Cargo surveyors available (Lloyd's Agent). 

(2) Classification surveyors available from Brisbane. 
GANGWAY/DECK WATCHMEN: Not necessary, but available. 
OPENING/CLOSING HATCHES: By crew. 

CARGO GEAR: No additional local regulations. See “Melbourne”. 

REPATRIATION: Facilities exist. 

AIRPORT: Airport 2 miles from city serviced by regular internal airlines. 

TIME: See “General” before first port. 

HOLIDAYS: Normal Queensland holidays observed but cargo worked 

He grad of holidays. 

POLICE/AMBULANCE/FIRE: Dial 000 from the port. 

EMERGENCY CO-ORDINATION CENTRE: Contact 

Harbour Master. 

ane nears tage Telephone connection placed at tanker berth and sugar 
S. 

BANKS: Major Australian Banks have branches in Bundaberg. 

STORING: See “Prelims”. 

(1) Yes. 

(2) Yes at sugar berth. No at oil berth. 

(3) Yes. 

(4) Yes. 

(5) Same as other Australian ports. 

(6) No. None available. 

IDENTIFICATION CARDS: See “Melbourne”. 

GARBAGE DISPOSAL: Collection service available from port authority, 
including quarantine garbage. Drums provided alongside. Base charge 
$65.00 plus $45.00 per drum. Collection time by arrangement. 
WASTE OIL DISPOSAL: Waste disposal available through local 
contractor by tanker truck. 

SEAMAN’S CLUBS: None. 

DELAYS: Vessels can berth at any state of the tide provided there is 
0.9 m. under keel clearance. Vessels sail on flood tide only. 
AUTHORITY: Bundaberg Port Authority, M.S. 108, Bundaberg, 
Queensland 4670. Tel: (071) 594233. FAX: (071) 594655. Contact: 
D. Antrobus, Chief Executive Officer. Captain M. Lutze, Harbour Master. 
AGENT: Sub-agent of Patrick Sleigh Shipping Agencies Pty. Ltd., 
Brisbane. 


Bundaberg 
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BURNIE, Tasmania: 41.03 S. 145.55 E. (See Plan) 


PORT LIMITS: Within all waters that are bounded by an imaginary circle 
having a radius of 5 nautical miles and centred at the Eastern end of 
the Island Breakwater situated in Emu Bay. 

DOCUMENTS: Also see “Melbourne”. Port Authority requires Inward 
Manifests to be lodged on arrival. Agents supply Manifests and non- 
negotiable copy Bills of Lading to Customs for checking prior to vessels 
arrival. 

APPROACHES: Port situated on Western shore of Emu Bay and easy 
of access. Bay is 2 miles wide and 1 mile deep facing in a Northerly 
direction. The bottom is sand and clay interspersed with patches of reef 
and rock, particularly in the South Eastern sector of Bay. Vessels may 
anchor on main leads in vicinity of Pilot Boarding Ground, but it is not 
advisable remain at anchor during strong on-shore winds. Port protected 
by 2 breakwaters: the inner, founded at inner end of Blackmans Reef, 
lies in a 110° direction and is 380 m. long. The other, an island structure 
488 m. long and protecting the port from Easterly weather, lies in a 130°/ 
310° direction, with its N.W. end bearing 045°, 213 m. from the S.E. end 
of the Inner Breakwater. 

PILOTAGE: Prior advice through local Agents, ETA by radio telegraphy 
through Melbourne Radio (VIM) or Hobart Radio (VIH) to Burnie Port 
Authority. Immediate advice VHF Channels 16 and 12. 

Pilot launch — 12.5 m. orange hull with buff cabin aft, name “Hellyer’. 
International Signals apply. Boarding area on main harbour leads 210° 
(T) with Round Hill Point Lighthouse bearing 155° (T). Ladder 1.5 m. 
from water, manropes, no boat rope. Boarding speed 8 knots. 
ANCHORAGES: See “Approaches”. 

RESTRICTIONS: Maximum length 280 m. 24 hour service. 

MAX. SIZE: (See “Restrictions”). Tankers at Island Breakwater to 
10.9 m. draft at all states of tide. 

HEALTH: Pratique automatic when from other Australian ports. When 
from overseas Radio Pratique should be applied for 12-24 hours before 
arrival to vessel's Agent. 

RADIO: Melbourne Radio (VIM). 

RADAR/VHF: No radar service. Port equipped with VHF, R/T operating 
International Maritime Bands. Pilot vessel, tug, and other floating plant 
similarly equipped. “Burnie Harbour” on VHF Channels 16, 12, 14 and 
67 continuously. Pilot vessels and tugs on Channels 16, 12, 6 and 67. 
TUGS: Tug(s) join East of Island Breakwater. Usually lashed alongside 
with tug’s lines (no extra charge). When on towing duty, usually ship's 
line. 1x40 tonne bollard pull tug stationed in the port. Additional tugs 
available from nearby ports. 

BERTHING: Ocean Whar?: Being reclaimed. 

McGaw Pier: Being reclaimed. 

Berth No. 4 has 183 m. of effective berthage with a dredged depth of 
10.0 m. The axle loading on this berth is unlimited. There are two transit 
sheds serving both berths with an area of 3,000 sq. m. and an axle load 
of 10 tonnes. A stern loading ramp is being constructed at the inner end. 

Berth No. 5 a modern pre-stressed concrete berth, is 213 m. in length 
with a large mooring dolpin off the seaward end. Vessels of 250 m. in 
length are accommodated. The width of the apron is 13.4 m. and axle 
loading is 50 tonnes. The berth incorporates a bulk loader with a capacity 
in excess of 1,000 tonnes per hour. The berth is also suitable for general 
cargo and container operations. The dredged depth at the berth proper 
is 11.0 m. At the inner end provision is made for the quarter ramps of 
the largest Ro/Ro vessels. There is a liquid acid loading point and a 
tallow loading point at this berth. 

Berth No. 6 is a modern pre-stressed concrete berth 198 m. length 
and dredged to 11.5 m. Axle loading is 50 tonnes. 

A single lift post Panamax portainer (40 ton at 44.5 m. and 80 ton at 
23.5 m.) is available at this berth, which can accommodate vessels 
(including Ro/Ro quarter ramp) of 280 m. in length. The berth is dredged 
to 11.5 m. 

There is a storage shed of 1,500 sq. m. 

Berth No. 7 is 230 m. long and 35 m. in width and has 2 large mooring 
dolphins on the seaward end which enables vessels of 250 m. in length 
to berth. The berth is dredged to 11.5 m. 

On the inner end, a modern slewing container handling crane of 
50 tonnes capacity is on this berth. On the outer end of this berth, there 
is a twin lift Paceco gantry crane (28 ton per normal lift and 65 ton on 
2 hoists heavy lift). Both cranes travel the entire length of the berth. 
Stern loading facilities are provided by 8.5 m. wide ramp. Axle load is 
50 tonnes. 

Mobile cranes available if required. 

BULK CARGO FACILITIES: 

Conveyor Loader: At bulk berth for export of zinc, lead and copper 
concentrates to 1,000 t.p.h. 

Inward Bulk: Berth and crane at Berth No. 6. 

Sulphuric Acid: Loading and discharging facility at Island Tanker Berth 
and bulk berth, with rate of 1,000 t.p.h. 

STEVEDORES: Labour to be ordered (1) by 1400 hrs. for following day 
(weekdays), (2) by 1300 hrs. Friday for Saturday and Sunday, (3) by 
1400 hrs. Sunday for Monday. 

MEDICAL: Notify Agent prior arrival of extra requirements other than 
pratique. General Hospital 1 km. from port. Cholera revaccinations 
arranged by prior notice. 

TANKERS: Berth No. 1 (Tanker Berth) is 85 m. long and 30 m. wide, 
sited on South side of Island Breakwater. 11.3 m. of water in this berth, 
which will accommodate vessels of up to 250 m. in length. Diameter of 
lines are 250 mm. No residue discharge facilities. 1 berth, maximum 
draft 10.9 m. 

DENSITY: 1025 to 1028. 

FRESH WATER: Ali wharves — hose from wharf hydrants. Rate 
adequate. 

FUEL: Diesel and heavy fuel available from road tankers. 

FIRE PRECAUTIONS: Normal. 24 hour ferry service to be maintained 
to tanker berth. Firemen on duty while tanker pumping. Fire-fighting tug 
in port while tanker is at berth. 


CONSULS: None. 
REPAIRS: Limited repairs carried out. Foundries and machine shops 
nearby. 
GANGWAY/DECK WATCHMEN: Watchmen not used. 
OPENING/CLOSING HATCHES: Stevedores will close hatches. 
SHIP CERTIFICATES: 

Tonnage Certificate. 

Safety Construction. 

Safety Equipment. 

Safety Radio Telegraphy. 

Load Line. 
CUSTOMS ALLOWANCES: 200 cigs. or 250 grams tobacco. Beer is 
carried outside the bond. One bottle spirits per man every 10 days. 
a GEAR: Australian Navigation (Loading & Unloading) 

ulations apply. 

RE ATRIATION: On crew member signing off Agent requires passport 
or identification card. Agent handles repatriation details and notifies 
Immigration Department, Hobart, re movements of crew member. 
AIRPORT: Daily services: 17 km. distant. 
TIME: See “General” before first port. 
HOLIDAYS: Cargo work performed on all holidays except Christmas 
Day, Good Friday, WWF Picnic, Anzac Day, Labour Day. 
POLICE/AMBULANCE/FIRE: Dial 000. 
TELEPHONES: Telephones are available at all wharves, through Port 
Authority. 
GARBAGE DISPOSAL: Service available — drums placed on board. 
Service time and char | arranged with Burnie Port Authority. 
WASTE OIL DISPOS No service available. 
SEAMAN’S CLUBS: None. 
CURRENCY: Australian Dollar. No restrictions. 
AUTHORITY: Burnie Port Authority, P.O.Box 216, Burnie, Tasmania 
7320, Australia. Tel: 004-313444. FAX: 004-314690. Cables: Burmar. 
Contact: Captain M. J. Boss-Walker, Harbour Master. 


AGENT: Patrick Sleigh Shipping Agencies Pty. Ltd., P.O.Box 180, 50 


Marine Terrace, Burnie, TAS. 7320. Tel: (004) 31 9785. Telex: 59109. 
Fax: (004) 31 9772. : 


BUSSELTON, W.A.: 33.38 S. 115.20 E. 
(PORT CLOSED) 


This port is closed to commercial shipping and it is unlikely that the jetty 
will be re-opened. 
Jetty partly demolished by cyclone in 1978. 

ORITY: Busselton Shire Council, P.O.Box 84, Southern Drive, 


Busselton, Western Australia 6280. Te/: Busselton 521011. 
Contact: The Shire Engineer. 
CAIRNS, Queensland: 16.56 S. 145.47 E. (See Plan) 


PORT LIMITS: Commencing at the HW mark on the Northernmost tip 
of Taylor Point and bounded thence by a line bearing approximately 
83° 52’ T. (83° 30’ A.M.G.) for a distance of about 29 km. (15.66 nautical 
miles) to a point on the LW mark on the Northernmost tip of the coral 
reef surrounding Green Island. 

Then from this point in an Easterly and South-Easterly clockwise 
direction around the aforesaid coral reef to its Easternmost tip, thence 
by a line bearing 180° T. (179° 38’ A.M.G.) for a distance of about 
17.3 km. (9.34 nautical miles) to a point on the HW mark on the Northern 
shore of Fitzroy Island. 

From this HW mark generally in a South-Westerly, South-Easterly and 
North-Easterly direction anti-clockwise around the aforesaid Fitzroy 
Island to a point on the Southern shore where the HW mark intersects 
with the Southerly projection of the line from the Easternmost tip of the 
pereaipie surrounding Green Island to the Northern shore of Fitzroy 
sland. 

Then by a line bearing 180° T. (179° 38’ A.M.G.) for a distance of 
about 7.6 km. (4.10 nautical miles) where it intersects with a line bearing 
90° T. (89° 38’ A.M.G.) and distant of 10.7 km. (5.78 nautical miles) on 
the Northern bank of Bubbabadoo Creek where it runs into the Pacific 
Ocean. Then by that HW mark generally Northerly and Westerly back 
to the point of commencement at Taylor Point, including all navigable 
rivers, creeks and waters communicating with the area described above. 
DOCUMENTS: 
copy Ship's Articles. 
copies Crew Report (Forms 3A and 3B). 
copies Passenger Report (Forms 2A and 2B). 
copies Transit Passenger List (Form M309). 
copy Ship's Report of Arrival (Form 5 part 2). 
copy Return of Barber's Siock on a Ship or of Stocks in a Ship's 
Shop or Canteen (Form 5 part 3). 
copy Report of Ship's Stores (Form 5 part 4). 
copy Ports of Call and Ports of Call Loading List (Form B921). 
copy Last Port Clearance. 
copy Request for Radio Pratique Health Clearance. 
APPROACHES: Deep water passage to Cairns through the Great 
Barrier Reef is available via Grafton Passage from the East, which is 
34 km. long and 8 km. wide. It is free of any encumbrances and is lighted 
by a group flashing light on Fitzroy Island, which is visible in clear 
weather for a range of 47 km. Alternately the inner reef passage via 
Torres Strait can be taken from the North. 
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AUSTRALIA 


PILOTAGE: Pilotage is epee $s for all vessels 35 m., unless the 
Master holds a Pilotage Exemption Certificate, and is available 24 hours 
a day. 

The Department of Transport, Marine and Ports Division, provides 
pilotage for vessels entering or departing the port. Vessels requiring the 
services of a Pilot should cable their Agent or the Harbour Master from 
the last port of call giving the probable time of arrival and estimated 
draft, to enable the Pilot to be at the pilot boarding ground on their arrival. 

The pilot boarding ground is approximately 4 km. seaward of the 
Fairway beacons, at position Lat. 16° 48.7’ S., Long. 145° 50.6’ E 
Coastal and Reef Pilotage: Pilotage through the Inner Route of the Great 
Barrier Reef to Torres Strait and also Grafton Passage is conducted by 
licensed Pilots of the Queensland Coastal Pilot Service Pty.Ltd. and the 
Queensland Coast & Torres Strait Pilot Service. See ‘Torres Strait’ for 
details. 

Masters are advised that pilotage in the Inner Route and at 

ys drographers Passage is compulsory. Pilotage in the Great North East 

Channel is recommended by IMO. See “Torres Strait’. 

ANCHORAGE: Cairns has 195 pile berths located on the Eastern side 
of Trinity Inlet. There are also areas designated for anchorage only, 
situated North and South of the piles, East of Admiralty Island and in 
Smith's Creek. 

RESTRICTIONS: Under-kee/ Clearance: Vessels must have 600 mm. 
under-keel clearance when navigating in the port and 900 mm. for larger 
vessels (over 30,000 tonnes d.w.t.). Whilst in a berth, an under-keel 
clearance of 300 mm. must be maintained. 

Seasonal Operating Restrictions: Cairns Seaport is an all-weather port 
outside the cyclone season which runs from approximately November 
through to April (Draft and tidal restrictions may apply). 

MAX. SIZE: Cairns can routinely accommodate vessels up to 
32,000 d.w.t. Maximum draft is 8.5m. Larger drafts may be 
accommodated depending on tide. 

Longest Vessel to date: “Crystal Harmony”, 241 m. LOA. 

Heaviest Vessel to date: “Statendam”, 55,451 g.r.t. 

Largest Cargoes: Raw Sugar: “Eryu Maru”, 30,961 tonnes, 9.3 m. draft. 

Bulk Molasses: “Teamtroma” 22,980 tonnes. 

Petroleum Products: “Ampol TVA” 26,162 tonnes, 9.5 m. draft. 
HEALTH: Radio Pratique can be obtained 24 hours a day, 7 days a 
week through the ship's Agent, Piermaster or direct from the Department 
of aren true toe: 

RADIO/VHF: A VHF radio service is maintained by the Cairns Port 
Authority on Channel 16 (156.8 MHz), call sign “Cairns Harbour’. Radio 
communication with the Piermaster's office is also available on HF 
frequencies 2182, 4125 (stand-by) and Marine CB 27.88 mHz (stand- 
by). 

Arrival Advice: Vessels bound for the port are required to advise their 
ETA 72 hours before arrival, and again at 48 hours, and then every 
12 hours. 

TUGS: Patrick Sleigh are the Agents for licenced towage operator, North 
Queensland Marine Towage Pty. Ltd. 

For vessels over 100 m., tugs are compulsory under the following 
conditions: 


Vessels 100 m. — 130 m. One tug 
Vessels over 130 m. Two tugs 
Vessels going to and from 

Wharf No.12 that do not 

require swinging One tug 


Asa general rule, twin-screw vessels do not require a tug aft and 
vessels fitted with a bow thruster will not require a tug forward. 

These conditions can be varied according to the pilot. 

Two tug are generally available in the port, one strictly for port use 
and the other for outer port. A third tug can be made available from the 
port of Mourilyan if requried. Tugs details are: 


Name Bollard Pull Propulsion System 
“Babinda” 15 tonnes Directional Kort nozzles 
“Hamilton” 28 tonnes Twin screw 

“Otto Assman” * 28 tonnes Directional Kort nozzles 


* Based at Mourilyan. 
BERTHING: Wharves No. 1 to 6 form a continuous quay length of 
595 m. with a height of 4.9m. above port datum and design depth. 
Wharves No. 1 to 5 are reinforced concrete construction, with Wharf 
No. 6 a combination of timber and concrete. Wharves No. 7 and 8 are 
made of reinforced concrete decking on steel piles forming a continuous 
quay length of 250 m. Wharves No. 1 to 6 are 5.0 m. above port datum, 
and Wharves No. 7 and 8 are 5.2m. above port datum. All wharves 
have a design depth of 8.4m. below LAT, unless noted otherwise. 
Wharves No. 10, 11 and 12 are three special purpose wharves. 
No. 1: Passenger vessel berth served by No. 1 International Terminal 
with mobile covered ship-to-shore walkway. The walkway has 
an adjustable height between 8.5m. and 14.5 m. above port 
datum. 
This is the main cruise liner wharf, and is used in conjunction 
with Wharves No. 1 and 3 for longer vessels. Passenger vessel 
berth served by 1,271 sq.m. international passenger terminal. 
General cargo and passenger berth with 1,271 sq.m. shed. 
General cargo berth. 
General cargo and bulk molasses berth, equipped with a single 
25.4 cm. (10 in.) pipeline for loading product parcel tankers with 
molasses at a rate of 300 — 350 tonnes/hr. from adjacent tank. 
General cargo berth and containerised cargo loading berth 
served by 25.4 tonne wharf crane. Adjacent container terminal 
has open storage area of 3,800 sq.m. 
General cargo berth and containerised cargo loading berth 
made of reinforced concrete deck on steel piles. It has a wharf 
height of 5.2 m. above port datum and design depth of 10.8 m. 
Used in conjunction with Wharf No. 8 for vessels up to 250 m. 
in length. 
General cargo berth and containerised cargo loading berth 
made of reinforced concrete decking on steel piles. It has a 
wharf height of 5.2 m. above port datum and a design depth of 
10.8 m. 
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No. 10: Tanker berth for oil and LP gas with maximum vessel length of 
189 m., design depth of 9.3 m. LAT and wharf height of 4.8 m. 
above port datum. Alternately used for bunkering. 

No. 11: Royal Australian Navy berth. 

No. 12: Bulk sugar terminal with berth length of 183 m., design depth 
of 10.5 m. LAT and wharf height of 4.6 m. above port datum. It 
is served by a travelling gantry loader with an average capacity 
of 1,750 tonnes/hr. 

Smith's Creek No. 1: General cargo berth for vessels less than 65 m. 

The whart is 53.4 m. long and has design depth of 8.3 m. LAT and wharf 

height of 3.7m. adove port datum. It has an open storage area of 

1,360 sq.m. and cargo shed of 1,225 sq.m. 

Marlin Jetty: For the embarkation or disembarkation of passengers only. 

Fuel is provided by Trinity Petroleum Services for commercial fishing 

boats and tourist vessels. 

Floreat Wharf: For the embarkation and disembarkation of passengers 

only. Fuel is provided by road tanker with prior arrangement. 

Marlin Marina: This floating marina has 114 berths — 98 for game fishing 

vessels, dive vessels and pleasure craft from 8.0 m. — 21 m. in length, 

14 for tourist and commercial vessels up to 34 m. in length, and 2 berths 

for seaplanes. Each berth has access to water and power with fuel 

available at the adjacent Marlin Jetty. 

A tourist vessel terminal with waiting lounge and booking offices is 
located behind the marina within the Pier Marketplace. This shopping 
complex offers a large food hall with numerous restaurants, bistros and 
bars; includes a large range of fashion stores and tourist retail outlets, 
together with a 200 room international standard hotel. 

CRANES: A wharf crane is located on Wharf No. 6 with a capacity of 

25.4 tonnes. Mobile and handling equipment is available from local 

stevedores or hire contractors. The equipment available includes forklifts 

up to 22.7 tonnes capacity, 2 tonne to 40 tonne capacity mobile cranes, 
tractors, bulldozers and tow motors. 

SPECIALISED CARGO HANDLING FACILITIES: 

Cruise Liner Terminals: 

No.1: Located on the second floor of the Trinity Wharf complex at 

Wharf No.1, the terminal has immigration and customs 

facilities. The terminal is linked by escalator and lift to the ground 

floor interstate coach station, and is adjacent to the Cairns 
central business district. 

Located at Wharf No. 2, the terminal has immigration and 

customs facilities. It is next door to the interstate coach station 

and adjacent to the Cairns central business district. Public 
telephones are also located within the terminal. 

Containerised/General Cargo: Wharves No. 6, 7 and 8 are specialised 

general cargo/container berths. Wharf No. 6 has a 25.4 tonne capacity 

wharf crane and adjacent open storage area of 3,800 sq.m. Wharves 

No. 7 and 8 form a continuous quay length of 250 m., has design depth 

of 10.8 m. and wharf height of 5.2 m. above port datum. It has an open 

storage area of 10,374 sq.m. 

Molasses Terminal: Located behind Wharf No. 5. The molasses terminal 

is operated by CSR. The tanks have a combined storage capacity of 

18,500 tonnes and a loading rate of 300 — 350 tonnes/hr. via a 10 in. 

pipeline to Wharf No. 5. 

LP Gas and Petroleum: Wharf No. 10 has a maximum vessel length of 

189 m., design depth of 9.3 m. LAT and wharf height of 4.8 m. above 

port datum. Alternately used for bunkering. 

Bulk Sugar Terminal: Wharf No. 12 has a berth length of 183 m., design 

depth of 10.5 m. LAT and wharf height of 4.6 m. above port datum. It is 

served by a travelling gantry loader with an average capacity of 1,750 

tonnes/hr. 

TANKERS: See “Specialised Cargo Handling Facilities”. 

STEVEDORES: Northern Shipping and Stevedoring (NSS) has a full 

time workforce of ten employees, supplemented as required by casual 

and interport transfers. There are 3 operating shifts: 0001 hrs. — 

0700 hrs., 0800 hrs. — 1500 hrs. and 1600 hrs. — 2300 hrs. Continuous 

work is available on request. NSS also has a range of stevedoring 

equipment available, including forklifts up to 23 tonnes, excavators, 
endloaders and container spreaders. 

Cairns also has a number of intrastate coastal operators using their 
own labour to load vessels servicing outlying communities. 

MEDICAL: Medical and dental services are located close to the port 

and Cairns has 2 major hospitals. 

Health requirements are according to the World Health Organisation. 

People from Yellow Fever areas or visitors to these areas require a 
ee oy certificate if entering Australia within the 6 day incubation 
period. 

DENSITY: 45 — 50 mS/cm. 

FRESH WATER: Fresh potable water is available at all wharves on 

arrangement with the Cairns Port Authority through Agent. Up to 

120 tonnes/hr. can be loaded at Wharf No.1 and 60 tonnes/hr. at 

Wharves No. 2 to 6. Charges are in accordance with the Cairns City 

Council scale of water charges. 

FUEL: Quantities of fuel over 30,000 litres can be supplied at Wharf 

No. 10. For quantities less than 30,000 litres, vessels can be supplied 

at Wharf No. 8. 

A bunkering barge service is offered by Jardine Shipping for quantities 
up to 700,000 litres. This service provides fuel lighterage for products 
from the local fuel distributors. Heavy oil, medium fuel oil and distillate 
can be delivered. Adequate notice must be given. 

For small commercial and fishing vessels refuelling up to 50,000 litres, 
facilities are provided by Trinity Petroleum Services Co. at the fuel wharf 
at Commercial Fisherman's Base No. 1. 

Pleasure craft and charter craft may refuel 7 days a week at the Trinity 
Petroleum Services Mobil facility at the Marlin Jetty. Trinity Petroleum 
also provide tanker service to vessels alongside Wharves No. 1 — 8 and 
in designated areas of Commercial Fishermen's Base No. 2. 

FIRE PRECAUTIONS: Hydrants and hose reels are located at all 

wharves and berths. Fuel berth (Wharf No. 10) has an independent fire 

fighting pump, foam monitors and a supply of foam concentrate is 
available for fire brigade use. The tug “Babinda” is equipped with fire 
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No. 2: 


fighting equipment and can pump 2,275 litres per minute. Several other 
vessels are also fitted with equipment for small craft fire fighting 
Italian Consular 


purposes. 
Grafton St., 
Tel: (070) 516472. 


CONSULS: 

Spanish Consul, 81 Sheridan St., Cairns. Tel: (070) 516640. 
REPAIRS: Cairns has an extensive, highly experienced shipbuilding and 
repair industry with a growing export list for vessels such as trawlers, 
naval patrol vessels, luxury yachts and high speed catamarans. 

DRY DOCK: A dry dock is available for vessels up to 60 m. in length 
as well as 2 travel lifts, a floating dry dock and 5 slipways, the largest 
with a capacity of 3,000 tonnes. For larger vessels, voyage repairs of 
any kind can be undertaken alongside by experienced local repair 
companies. 

SURVEYORS: Cargo inspectors available through the Department of 
Transport (Harbours & Marine). Surveyors are available through the 
American Bureau of Shipping (070) 534278, Det Norske Veritas (070) 
576521, Lloyd's Register of Shipping (070) 314633, Rannard & Assoc. 
Pty. Ltd. (070) 937536, Russ Larkin & Assc. (070) 316046, Olufson 
D.Holdings (070) 321536, Captain Copland & Assc. (070) 937945. 

a pnt ld alate ci WATCHMEN: Port Officers are on duty 24 hours 
per day. 

Additional security is supplied during cruise liner visits, and more 
officers can be arranged through the ship's Agent of North Queensland 
Shipping Services Pty.Ltd. 

HATCHES: Hatches to be closed by the crew. 

CUSTOMS ALLOWANCES: 250 grams of tobacco and 1 litre of alcohol 
is permitted per crew member. 

REPATRIATION: Facilities are available for crew repatriation. Prior 
arrangement should be made with Customs and the Department of 
Immigration through Agent. 

There are 7 international airlines presently operating regular services 
to Cairns. Flights are available to Japan, North America, Papua New 
Guinea, Solomon Islands, Europe, Indonesia, Hong Kong, South East 
Asia and New Zealand. 

AIRPORT: Cairns International Airport is located 6 km. from the seaport. 
It is served regularly by 7 international airlines with connections 
throughout the world, and 5 domestic airlines with services to all major 
domestic cities and more than 30 regional centres. 

TIME: GMT + 10 hours “L”, all year round. 


Agency, 91 Cairns. 


HOLIDAYS: 
1994 1995 

New Years Day January 3 January 2 
Australia Day January 26 January 26 
Easter April 1 & 4 April 14 & 17 
Anzac Day April 25 April 25 
Labour Day May 2 May 1 
Queen's Birthday June 13 June 12 
Cairns Show Day —_ July 22 July 21 


December 25 
December 26 


Christmas Day December 25 
Boxing Day December 27 
POLICE/AMBULANCE/FIRE: Dial 000. 
EMERGENCY CO-ORDINATION CENTRE: Australian Volunteer Coast 

Guard: (070) 512192, (070) 512384. 

They monitor radio frequencies 27.88 MHz. and 27.91 MHz., VHF 
Channel 16, CV11 and HF frequencies 2182 and 2524. 
TELEPHONES: Wharves No. 1 — 8 have telephone lines available, the 
cost of connection being $34.10 per line with an additional telephone 
rental fee. Standard Telecom rate charges for usage. Vessels must 
supply: Name of the vessel, Wharf No., contact name, estimated time 
of arrival and to whom the bill is to be sent. 

Only major vessels may have lines connected, generally arranged by 
the ship's Agent or through the Piermaster who organises connection 
of the required lines. 

Public telephones are located at Commercial Fisherman's Base 1 and 
2 and within the No. 2 Cruise Liner Terminal. 

SERVICES: Services such as compass adjusting, radio and radar 
repairs, supply of charts, nautical publications and safety equipment, 
can be arranged through Agent or local suppliers. 

Compass Adjuster: Marine Operation Service & Salvage, 35 Jones 
Street, Westcourt. Tel: (070) 518684. 

BANKS: 

Australia & New Zealand Banking Group Ltd., 15 Spence Street, 
Cairns. Tel: (070) 504711. Fax: (070) 518015. 

Bank of Queensland Ltd., 17 Spence Street, Cairns. Tel: (070) 
519188. Fax: (070) 517242. 

Citibank, 42 Abbott Street, Cairns. Tel: (070) 511400. Fax: (070) 
516291. 

Commonwealth Bank of Australia, 76 Lake Street, Cairns. Tel: (070) 
526526. Fax: (070) 521083. 

National Australia Bank Ltd., 63 Abbott Street, Cairns. Tel: (070) 
515844. Fax: (070) 515416. 

Westpac Banking Corporation, 61 Abbott Street, Cairns. Tel: (070) 
511544. Fax: (070) 314163. 

Metway Bank Ltd., 13a Spence St., Cairns. Tel: (070) 311199. 
Fax: (070) 312279. 

STORING: Vessels can be stored by barge or vessel. Vessels can be 
stored from barges during loading and unloading as per requirements 
of the Cairns Harbour Master — Department of Transport (Harbours & 
Marine). Trucks and forklifts are permitted to proceed alongside and 
local riggers can be employed to assist with storing. 

SHIP’S SUPPLY SERVICE: Nautilus Trading Co. Pty. Ltd., 26b Martyn 
St., Cairns. Tel: (070) 311146. Fax: (070) 311256. 

Pickers Yacht & Ship Chandlers, 108 Mulgrave Road, Parramatta 
Park. Tel: (070) 511944. Fax: (070) 510629. 

R.F.D. Safety Marine Pty. Ltd., 182 Scott St., Portsmith. Tel: (070) 
527381. Fax: (070) 511280. 

Sharplift Pty. Ltd., 48 Aumuller St., Bungalow. Tel: (070) 351981. 
Fax: (070) 351065. 


Taylor Marine, 93 Aumuller St., Portsmith. Tel: (070) 351322. 
Fax: (070) 351661. 
SHORE LEAVE: Crew members are allowed ashore. 
IDENTIFICATION CARDS: Seaman's Book is sufficient. 
GARBAGE DISPOSAL: The Cairns Port Authority provides daily 
garbage collection services for both non-quarantine and quarantine 

arbage as determined by the Department of Primary Industries. 
Gauee should be placed in sealed plastic bags (inside covered bins), 
and kept on the vessel until collected. 

Non-quarantine garbage removals are charged according to the 
manpower required and plant and machinery utilised. 
WASTE OIL DISPOSAL: There is no dedicated berth, waste oil 
collected by tanker truck with prior arrangement through: 

Cairns Waste Disposal: Tel. 018 772020 or 552481. 

North Queensland Waste Disposals: Tel. 018 183634 or 577511. 
SEAMAN’S CLUBS: None. 
CURRENCY: Australian Dollar. 
REGULATIONS: None. 
AUTHORITY: Cairns Port Authority, P.O.Box 594, Cairns, 
North Queensland 4870. Tel: (070) 523888, 523811. Telex: 48256. 
FAX: (070) 521493. Contact: D.Burgess, Piermaster. 

Department of Transport, Marine and Ports Division, Tingira St., 
Portsmith. Te/: (070) 527400. Contact: Regional Harbour Master. 


AGENT: Patrick Sleigh Shipping Agencies Pty. Ltd., P.O.Box 621, 
Unit 1, 35 Grafton Street, Cairns, Queensland 4870. Tel: (070) 51 5211. 
Telex: 48412 PATSLE. Fax: (070) 51 5082. Seagram Code: 4CPATSLE. 


CAPE FLATTERY, Queensland: 14.59 S. 145.21 E. 
(See Plan) 


SHIPMASTER’S REPORT: April 1987 (Updated 1994). 


LOCATION: Cape Flattery is situated approximately 130 miles north of 
Cairns on the East coast of Queensland. The Port exports bulk silica 
sand and is within the boundaries of the Great Barrier Reef. 

Entrance through the reef for larger vessels can be made through 
Grafton Passage (East of Cairns), or through One and a Half Mile 
Passage about 30 miles E.N.E. of the Port, this latter entrance should 
only be transversed with local knowledge as the area of the passage is 
unlit and there are no navigational marks on the reefs. 

PORT LIMITS: The area comprised within a line commencing at a point 
on the H.W. mark at Latitude 14° 50’ S. on the mainland at the northern 
extremity of Lookout Point, thence by a line due east for 2.0 nautical 
miles at its intersection with Longitude 145° 15.8’ E., thence in a S.E'ly 
direction for about 7.2 nautical miles to the intersection of Longitude 
145° 22.1’ E. and Latitude 14° 55.2’S. Thence in a S.S.E'ly direction for 
a distance of about 4.5 nautical miles to the intersection of Longitude 
145° 23' E. and Latitude 15° 00’ S., thence in a W'ly direction for a 
distance of about 2.7 nautical miles to a point on the H.W. mark to the 
point of commencement together with all navigable waters, rivers, creeks 
laksa aes with that area, and the banks, shores and foreshores 
thereof. 

DOCUMENTS: 

2 copies Crew List (Form 11), Pages 1 and 2. 

1 copy Crew Declaration (Customs Form 5). 

1 copy Ship's Stores Consumed in Australia (Form 42A). 

1 copy Loading Ports List (Form B 921). 

2 copies Ship's Report Inwards (Customs Form 1). 

1 copy Department of Primary Industry (Animal Declaration)(Form E). 

1 copy Health Declaration (Form F). 

The Agent brings a full set of papers with him and acts for Customs 
in the event that they do not attend. 

PILOTAGE: When approaching Australia from the N.W., reef pilotage 

is compulsory. See “Torres Strait”. 

et Pilotage: Pilotage is compulsory and the Pilots are stationed in 
airns. 

It is necessary to give 48 hours notice of E.T.A. at the Pilot Boarding 
Ground with an update at 24 hours, via Agent at Cairns. The Pilot will 
board 3 miles north of the wharf or at either anchorage. At present 
berthing will be carried out in daylight hours only. The Pilot boat has a 
black hull with brown upperworks and has VHF Channel 16 and other 
working channels, it also doubles as one of the mooring boats. 

Also see ‘Cairns’ — “Pilotage”. 

ANCHORAGES: On approaching the port, and if not berthing on arrival, 
vessels should anchor on the North side of the Cape and maintain a 
listening watch on VHF Channel 16. The recommended anchorage is 
defined by a line joining the following co-ordinates: 

(a) Lat. 14° 52.81’ S., Long. 145° 15.74’ E. 

(b) Lat. 14° 52.99’ S., Long. 145° 16.72’ E. 

(c) Lat. 14° 54.03’ S., Long. 145° 16.67’ E. 

(d) Lat. 14° 54.49’ S., Long. 145° 18.86’ E. 

RESTRICTIONS: Berthing may be suspended in winds exceeding 
20 knots. Loading is usually stopped if wind exceeds 40 knots. Distance 
from the waterline to the top of the hatch coaming not to exceed 35 ft. 
Arrival Condition: Vessels should arrive in a condition where the vessel 
is trimmed by the stern with the propeller completely immersed and the 
forward draft not less than 2% of the vessel's overall length. 

MAX. SIZE: Max. d.w.t. 70,000 tons. Max. LOA 225 m. Max. beam 32 m. 
Max. draft 14.0 m. 

HEALTH: Customs and Health Clearance can be obtained off Cairns if 
using Grafton Passage. If approaching from the North, arrangements 
for clearing the ship must be arranged through Agent at Cairns. 

Note: Application for Radio Pratique was refused although all in order. 


AUSTRALIA 


Port Health Inspection: Dry stores and fridges are inspected by 
Government Inspector from Cairns, garbage bins must be properly 
covered. No garbage collection available. Because of the restrictions on 
the environment in this area, no waste or garbage should be disposed 
of into the sea. It should be noted that a Scientific Research Station is 
situated on nearby Lizard Island, any waste materials may well be 
monitored, resulting in heavy fines if Masters of vessels are found guilty 
of disposing of garbage in this area. 

RADIO/VHF: See “Pilotage” and “Anchorage”. 

TUGS: No tugs available. The two 40 ft. mooring launches are not 
allowed to tow. 

BERTHING: Because of the exposed position of the wharf, vessels 
should ensure that all mooring lines are in good condition and to facilitate 
the handling of lines, each should have a 30 mm. rope tail attached to 
the eye, about 6 m. in length. This is required for handling of the fore 
and aft lines by the launches. Anchors and windlass must be in good 
working order as the normal routine is to berth starboard side to using 
the port anchor, which can be hove home after vessel is all fast. Vessel 
lies on the east side of the wharf head outward. This ship (29,000 d.w.t.) 
used 2 breast lines and 2 backsprings at each end plus 2 long drifts on 
the head and stern lines. All lines should be prepared and made ready, 
prior to berthing approaches to avoid delays and complications during 
berthing procedures. Forward breast lines are normally positioned first. 
Ballast: On arrival all vessels must have clean ballast water as, being 
in close proximity to the Great Barrier Reef,any polluted ballast will not 
be tolerated. There are no facilities at Cape Flattery to transfer dirty 
ballast ashore. 

Hold Inspection: Cleanliness required is of a higher standard than that 
required for grain cargoes. Should the ship fail inspection, the crew have 
the privilege of painting. No indications of rust will be tolerated. 
Loading Arm: The loading arm is a single stacker type with telescopic 
chute and trimmer. Slewing angle 45° to 115°. Luffing +17° to —15°. 
Travelling distance 139 m. Outreach 21.5 m. from face of the fenders. 
Loading rate about 1,300t.p.h. (average), 2,000 t.p.h. (maximum), 
clearance water to boom at dolphins is a minimum of 15 m. Max. air 
draft above L.A.T. — 14.5 m. 

Cargo: High quality Silica Sand in bulk. Crew covers with vinyl sheeting 
on completion of each hold. 

Prior to sailing the Loading Master requires:- 

4 copies Notice of Readiness 

4 copies Stowage Plan 

4 copies Statement of Facts. 

MEDICAL: As there is no hospital or doctor, emergency cases only are 

flown to Cairns. 

FRESH WATER: Not available. 

FUEL: Not available. 

HATCHES: Hatches are opened and closed by crew. Once open the 

stevedores prefer not to close them again for fear of cargo contamination 

by loose scale or dirt falling from the underside of the hatch covers. 

CERTIFICATES: The following Certificates were examined: Ship’s 

Register, Load-line, Safety Equipment, Safety Construction, Safety 

Radio, |.0.P.P. Certificate and De-Rat. Cargo Equipment and hold 

accesses must conform to Australian Regulations. 

AIRPORT: There is a landing strip for light aircraft on the north side of 

the Cape. As there are no roads or rail service, this is the only means 

a transport for pilots, Agents and Port Officials who are all based in 
airns. 

gable LEAVE: No shore leave as Cape Flattery is in an Aboriginal 
eserve. 

GARBAGE DISPOSAL: Not available. 

WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS: No facilities are available at Cape Flattery due to 

the remoteness of the area and the difficult and dangerous terrain. All 

crew members are required to remain aboard the vessel. 

CURRENCY: Australian Dollar (A$). 

WEATHER: The whart is exposed to the weather which for most of the 

year (9 months) is the S.E. Trades. The wharf lies in a direction of about 

150° T. The berthing of vessels will be determined by the strength of 

the winds and currents at the time of berthing. The current usually runs 

under the wharf in a N.E'ly direction, ranging up to 1 knot and may be 

stronger during the wet season (December to March). After N'ly winds 

it does occasionally set S'ly or S.W. 

Because of the exposed area and the wharf facilities, vessels 
alongside must remain with their engines ready as the weather can 
deteriorate rapidly and the vessel may have to vacate the berth at short 
notice, therefore any work on the vessel's engines is prohibited. 
GENERAL: 

Cleanliness: Holds must be free of rust. 

Surveys: Draft surveys are carried out although somewhat hampered 
by the fresh S.E'ly winds. Shore scale seems unreliable. 

Shippers: Cape Flattery Silica Mines Pty. Cables: “Flattrysand”. 
Telex: AA48381. 

Stores: There are no supplies of stores available. Anything required by 
the local population that cannot be shipped by plane must come by 
lighter from Cairns. 

AUTHORITY: Ports Corporation of Queensland, GPO Box 409, 
Brisbane 4001, Queensland, Australia. Tel: (07) 224-8797, (070) 527412 
(Harbour Master). FAX: (07) 224-7234, (070) 351127 (Harbour Master). 
Contact: J. Lowans, Harbour Master. 

Operator: Cape Flattery Mines Pty. Ltd., Box 6212, Mail Centre, Cairns, 
Queensland 4870, Australia. Tel: (070) 515099. Telex: AA 48381. 
Fax: (070) 518960. Cables: 4C Flatry, Cairns. Contact: A. Temperley, 
General Manager. 


AGENT: See “Cairns”. 
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CARNARVON (including Useless Loop & Cape Cuvier) 
W.A.: (See Plan) 


(A) CARNARVON: 24.53 S. 113.40 E. 


BERTHING: There is a small boat harbour but no other facilities are 
available. 
AGENT: See “Fremantle”. 


(B) CAPE CUVIER: 24.13 S. 113.23 E. (See Plan) 


LOCATION: Cape Cuvier is situated on the N.W. coast of Australia 
approximately 75 km. N.N.W. of Carnarvon. 

PORT LIMITS: This port is now incorporated in the Port of Carnarvon 
the limits of which have been extended as follows:— 

“A line due West for 4 nautical miles from a point on the mainland in 
Lat. 24° 10’ S. and Long. 113° 26’ 4.5” E., and thence in a S.S.W. 
direction to Cape Ronsard at the North End of Bernier Island” and then 
as for Carnarvon to the starting point. 

DOCUMENTS: The following documents are currently required and 
must be completed prior to arrival and sailing. 


Form 42A: Ship's Stores Consumed in Australia. 

Form M&S—11 (2 copies): Crew List. 

Form W080: Boarding Report. 

Form W283: Loading Ports List. 

Form 5: List of all Articles Owned or in Possession 
of Master, officers and crew. 

Form QA4: Quarantine Notice. 

Form QAS (if required): Ship Master's Bond. 

Form F Q360: Primary Health Report. 


Ship's Stationery: Crew List. 

APPROACHES: Red Bluff about 12 miles North of Cape Cuvier can be 
picked up by radar at a distance of about 20 miles. Cape Cuvier is easily 
identified by large white salt hill. 

The berth is floodlit at night when a vessel is being loaded. 
PILOTAGE: Facilities provided by vessels for Pilot boarding at Cape 
Cuvier must comply strictly with SOLAS regulations in all aspects. 

Pilot, supplied by Department of Marine and Harbours, will board 
approximately 1 mile North of jetty-head. 

Any delays to vessels berthing due to non-compliance with Solas 
regulations (IMO current resolutions) will be for owners account. 
Guidelines for all ships calling at Cape Cuvier: From past experience 
we have found it necessary to insist that all vessels intending calling at 
Cape Cuvier must supply plans showing winch layouts and deck 
machinery. In the case of older type vessels it is in the owners interest 
that a Department Pilot checks the vessel before arrival. The best way 
to organise this is to send the vessel to Dampier on the first voyage of 
the charter or fly the Pilot to wherever the vessel is. 

The winches are the controlling factor and must be in first class 
working condition. There must be no rust on the brake drums and all 
brake linings must be renewed. If the vessel is old it may be necessary 
to machine the brake liner so that the brakes will grip. The worm drive 
brake lever must be free and greased and be able to apply considerable 
pressure on the brake linings without running out of thread. 

The winch reels must be capable of taking 250 m.x80 mm. rope on 
vessels over 35,000 d.w.t. and 250 m.x70 mm. for vessels under 
35,000 d.w.t. A minimum of 4 winches each end and we would prefer 
6 winches if possible as it makes the operation safer and easier with 
big savings on renewing ropes. The winch drums must be at least 
800 mm. wide by 600 mm. in depth or similar total volume. 

The winches must be capable of supplying full power for long periods 
so steam or hydraulic lines and associated machinery must be in first 
class working order. 

The leads must be good with all rollers working. The 2 centre winches 
are used for 310 m.x36 mm. wires so they must have provision for 
securing the wire to the side of the drum. Roller leads (aft only) must 
have a 75 mm. top bar to prevent the wires from jumping off the rollers 
when the vessel is trimmed by the stern. 

The Pilot will remain on board for the entire loading and will be 
responsible for moving the vessel in the berth. Good accommodation 
with toilet and shower facilities and meals must be provided. 

Finally, vessels with cranes and/or timber posts must pay extra special 
attention to the winches, because a brake failure could result in serious 
damage to the ship loading boom and the ship. 

Remember — the condition of the winches control the safety of the 
vessel while in the berth. 

Failure to adhere to the above even if a roller is not working could 
result in long and costly delays to the ship. 

ANCHORAGE: Recommended anchorage is in position with the jetty 
bearing approximately 200° (T) at a distance of 1.5 miles. Depth at 
anchorage is about 15 fathoms. 3 cables off the shore, the depth is 
about 9 fathoms. Holding ground is good. 

RESTRICTIONS: No berthing at night. Also see “Pilotage”’. 

MAX. SIZE: Vessels of 75,000 d.w.t. call on a regular basis. Depth 
alongside is 15.85 m. 

HEALTH: In the case of each vessel arriving from overseas the following 
information must be sent to the Port Health Authorities between 12 and 
24 hours before arrival, addressing the message to Quarantine 
Carnarvon prefixing the message SHIPSERVE (a copy of which 
message is required to be sent also to Dampier Salt (Operations) Pty. 
Limited (Telex No. 99283)): 

1. The expected hour and date of arrival of the vessel. 

2. Confirmation that the Master has individually inspected all persons 
on board within 24 hours before arrival. 

3. Particulars of any cases of serious illness on board. 

4. Confirmation that all persons on board are satisfactorily vaccinated 
against cholera and in possession of valid Vaccination Certificate. 

5. Request for permission to enter Port. 
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On receipt of quarantine message, Dampier Salt (Operations) Pty., 
Limited, will advise anchorage position if vessel is not berthing on arrival. 

Vessels must also ensure International Quarantine signals are 
displayed at all times until cleared by the Quarantine Officer. 

Quarantine inspections are normally carried out at the berth where 
the Quarantine Doctor/Officer may grant Free Pratique. 

Whilst berthed at Cape Cuvier all food and organic waste must be 
kept in efficiently sealed containers and frequently doused with a soluble 
disinfectant. No garbage may be thrown overboard. 

RADIO: Perth Radio. 

Weather Broadcasts: Vessels are advised to listen to daily weather 

broadcasts by: 

1. Perth Radio (VIP) at 0100 hrs. GMT and 1200 hrs. GMT, on 484 
kHz, 8597 kHz, 12294 kHz or at 0200 GMT and 1000 GMT on 16947 
kHz or 22315 kHz. 

2. Local broadcast by VHF Channel 24, twice daily. Broadcast is via 
Perth Radio. 

Vessels Arrival Requirements: Cape Cuvier is a First Port of Entry and 

all vessels bound for the berth are required to radio to Dampier Salt 

(Operations) . Limited, Telex No. 99283 (FAX: 411248. Cables: 

6 CDPR SALT C), through the normal recognised coastal radio station, 

i.e. Perth Radio VIP the following information additional to Port Health 

messages (see “Health’’): 

1. Upon departure from previous port, estimated time of arrival and 
whether or not the port is the first port of call in Australia. 

2. 10 days before intended arrival at the port, the estimated time of 
arrival and whether or not the port is the first port of call in Australia. 

3. 7 days before intended arrival at the port, confirmation or any 
variation of the advice previously given. 

4. 4 days before intended arrival at the port, confirmation or any 
variation of the advice previously given. 

5. 48 hours before intended arrival at the port — estimate time of arrival 
at the Pilot boarding ground and also advise the vessel's estimated draft 
fore and aft. 

6. 24 hours before intended arrival confirmation or any variation of 
the advice previously given. 

7. 12 hours before intended arrival, final confirmation of time of arrival. 

In addition to the requirements above, all vessels are required to radio 
the Superintendent of Pilotage, Department of Marine and Harbours, 
Fremantle, Telex No. 94784 the messages referred to in 1, 2, 3 and 4 
so that arrangements can be made to fly a Pilot to Carnarvon. 

Note: Because of the isolated location of Cape Cuvier and the need to 
organise transport for the various berth services it is imperative 
that ample notice is given on arrival times. This is particularly so 
for weekend arrivals. Failure to adhere to these requirements may 
jeopardise vessels berthing to the detriment of owner's account, 
and could result in substantial costs and delays. 

VHF: Call sign: Cape Cuvier. Available frequencies: Channels 6, 8, 12, 

16, 67. Loading Operation Frequency: 155.97 MHz. Emergency Working 

Frequency: Channel 67. 

A continuous watch must be maintained by the vessel on VHF 
Channel 16. All vessels approaching the Port or at anchor must maintain 
a continuous watch on this frequency. Disregard of this requirement is 
a contravention of Berth By-Laws and may adversely affect expeditious 
berthing. 

TUGS: A contractor operates the tugs and line launches which are 

available at all hours. 

The following craft are available to assist in berthing and unberthing. 

Line launch — 13 m. twin screw work boat. 

Line launch — “Bigidda”. Length 16.7 m. 

“Hamilton” — tug. Bollard pull 28.0 tonnes. Length 25.68 m., breadth 
7.83 m., draft 3.58 m. Main engines 2xLister Blackstone, 1,600 h.p. 

“Boolathana” — tug. Bollard pull 25.0 tonnes. Length 24 m., breadth 
8 m., draft 3.4 m. Main engines 2xV12 Caterpillar 398 1,400 r.p.m., 
850 b.h.p. each. Twin screw kort nozzles. 

BERTHING: 

Salt Loading Berth: Situated at Lat. 24° 13’ S., Long. 113° 24’ E. The 

berth is used only for salt loading. 

A central timber decked wharfhead carrying a fixed position, stiff arm, 
slewing and luffing conveyor boom shiploader with deflector. 

Six mooring buoys anchored to the seabed. 

Vessels moor to buoys and warp themselves into position for loading 
each hold. The shiploader generally has the capacity to load 2 adjacent 
holds for each warped position of the vessel. 

The principal berth dimensions are as follows: 

Natural seabed level: R.L. — 17.8 m. 

Minimum distance between vessel and jettyhead structure: 14.5 m. 

Berth length 670 m. between fore and aft mooring buoys Nos. 2 and 5. 

Berth width 180 m., between breasting mooring buoys Nos. 3 and 4, 
and minimum vessel stand-off from jettyhead (14.5 m.). 

R.L. 0.0 m. is Indian Spring Low Water at Cape Cuvier. The maximum 
tidal range at Cape Cuvier is 1.7 m. 

The principal shiploader dimensions are as follows: 


Jettyhead area: 18 m.x18 m. 
Jettyhead deck level: R.L. 13.2 m. 
Shiploader boom underside: R.L. 16.2 m. 
Shiploader boom outreach: Approx. 30 m. 
Shiploader boom luff: incline 45° 

decline 15° 
Shiploader boom loading arc: incline 18° 


decline 15° 
Shiploader boom slew: + 90° 


Shiploader boom conveyor width: 1,600 mm. 
Shiploader boom conveyor speed: 3.1 m./sec. 
Shiploader boom conveyor capacity: 3,500 t.p.h. 


Also see “Loading”. 
MOORING: 
Ships Mooring Lines: 
1. Vessels shall provide the following lines: 
6x 250 m.x80 mm. diameter polylines on forecastie deck. 


6250 m.x80 mm. diameter polylines on afterdeck. 

All lines to have a reinforced soft eye, 1 m. long in the outer end. 

2. All vessels shall provide satisfactory ships lines on both fore and 
after decks such to pick up the 36 mm. diameter steel wires, 2 from 
each mooring buoys Nos. 2 and 5. 

3. All working and spare lines supplied by the vessel are to be in first 
class working condition. 

Note: If vessel cannot supply lines, Dampier Salt (Operations) Pty. Ltd. 
will supply at no cost for berthing only. 
Mooring Equipment — Supplied by Dampier Salt: 

1. Dampier Salt shall supply 2x 265 m. x36 mm. diameter steel wires 
from each of mooring buoys Nos. 2 and 5. These lines are to be run 
back to the vessel and secured on drum winches to act as the fore and 
aft longitudinal mooring lines. 

2. Dampier Salt (Operations) Pty. Limited shall supply all ropes 
necessary for stopping off polylines. 

Berth Operating Conditions: Unless the Pilot otherwise directs, berthing 
operations will generally be restricted to the following conditions: 

Winds: Zero winds from Northern quadrants and below 25 knots within 
the Southern sector between East and West. 

Swells: Up to a mean amplitude of 2 m. as recorded on the berth 
wave rider. 

Ballast: The vessel to maintain ballasted state with the propeller 75% 
immersed and a stern trim. 

Berth Occupancy: Unless the Pilot otherwise directs, berth occupancy 
will generally be restricted to the following conditions: 

Winds: Below 35 knots from the Southern quadrants. Below 10 knots 
from the Northern quadrants. 

Swell: Up to a mean amplitude of 2.5 m. as recorded on the berth 
wave rider. 

Mooring Procedure: 

1. Preparation before Berthing — Two central drums, both fore and 
aft, are to be left bare ready to receive the 36 mm. diameter wires when 
these wires are landed on board from mooring buoys Nos. 2 and 5. 

Suitable polylines are to be readied to be run out from the vessel to 
pick up the steel wires. The length of these polylines is to be a minimum 
250 m. All other drum winches fore and aft are to be equipped with 
polylines 250 m. long and 80 mm. diameter. A minimum of 4 working 
polylines 250 m.x80 mm. must be available on each of the fore deck 
and after deck. If insufficient winch drums are available for these lines 
then they are to be coiled down on the deck. Two spare 250 m. x80 mm. 
polylines must be held coiled in readiness on each fore deck and after 
deck. 

2. On berthing — Immediately prior to berthing, a number of shore 
based personnel will board the vessel to assist in handling lines during 
berthing. As instructed by the Pilot, polylines will be run out as both 
breasting lines and to pick up the steel wires from the fore and aft 
mooring buoys. Polylines unable to be held on drum winches will be 
taken up on warping winches, stoppered off and placed on bitts. 

The Pilot will give instructions as to how much tension is to be applied 
to each line. 

3. On Warping — During the shiploading operation, it will be necessary 
to shift the vessel such that the shiploader can load the vessel in 
accordance with the loading schedule. Normally, the shiploader will load 
only two hatches from the one positioning of the vessel. 

The shore-based personnel will board the vessel to assist in line 
handling for the warping operation The tugs will also assist as required. 

Under the direction of the Pilot, lines shall be played out or taken in 
such to warp the vessel to the next loading position. 

4. On unberthing — All lines shall be dropped or taken in as instructed 
by the Pilot. The shore personnel will assist in line handling. 
LOADING: 

Condition to Load Salt: 

1. Ensure that vessel's holds are thoroughly washed and all traces of 
the previous cargo are removed. 

2. Ensure that vessel's holds are thoroughly lime washed with slaked 

lime (calcium hydroxide — Ca(OH), and that no other substances are 
mixed with it. 
Note: Limewashing is a pre-requisite of vessel's loading. If vessel's holds 
are not considered by an independent Marine Surveyor to be in a 
condition of cleanliness normally acceptable to Dampier Salt 
(Operations) Pty. Limited the vessel may not be loaded until such time 
as the Surveyor is satisfied that the holds meet the standards set by 
Dampier Salt (Operations) Pty. Limited. 

In the event that holds are not acceptable, the Master may be required 
to sign a “Letter of Indemnity” accepting the cargo on behalf of the 
Operating Line, acknowledging that holds are in the condition described 
in the report by the independent Marine Surveyor. 

Provided the vessel's holds are acceptable to the Surveyor as being 
“clean” the Surveyor will issue a Hold “Cleanliness Certificate”. 

The above stipulations are necessary to avoid any contamination or 
other effects on the quality of the product loaded and are required by 
both Shippers and Receivers. Limewashing also assists in protecting 
the vessel's holds against adverse action caused by the salt. 

3. Ensure that mooring lines are laid out in readiness for berthing in 

accordance with “Mooring Procedure”. 
Loading Procedure: The vessel is to ensure that the first 2 holds to be 
loaded have the hatch covers removed on berthing. On berthing the 
vessel will be positioned by the Pilot such that the loading can commence 
immediately upon acceptance of the notice of readiness and verification 
that vessel's holds are clean to standards set by Dampier Salt 
(Operations) Pty. Limited. 

An independent Marine Surveyor appointed by Dampier Salt will agree 
all draft readings and ballast soundings with the Chief Officer prior to 
commencement of loading. 

The Marine Superintendent from Dampier Salt (Operations) Pty. 
Limited will board the vessel immediately following mooring to check 
that the vessel is ready to load, and then commence the loading 
operation. This Officer will agree with the Chief Officer a loading 
sequence, loading schedule, warping procedures, draft problems (if any) 
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and any other matters relating to the loading of the vessel. Warping 
procedures shall be confirmed with the Pilot. 

The Marine Superintendent will draw up a loading schedule, after 
consultation with the Master, nominating the approximate hold loading 
duration, times of warping and the estimated time of completion of 
loading, and sailing time. 

An Operations Supervisor will normally remain on board the vessel 
for the duration of loading in order to liaise with the Chief Officer on 
matters concerning the loading procedures. 

A belt weightometer is used by Dampier Salt (Operations) Pty. Limited 
to indicate loading rates and tonnages loaded in each hold. This 
instrument has an accuracy of +1.5%. It is the practice of Dampier Salt 
(Operations) Pty. Limited for the Surveyor and Chief Officer to agree a 
preliminary draft survey when the second last hold is approximately 80% 
loaded. This survey then allows the correct loading of the remainder of 
the cargo so as to ensure correct trim and prevent inadvertent 
overloading. The final loaded cargo tonnage is determined by draft 
peed calculated by and agreed between the Surveyor and Chief 

icer. 

No labour is available at Cape Cuvier to board the vessel for any 
shipboard duties other than handling of mooring lines. Trimming is by 
conveyor discharge at the end of the loading spout only. 

Salt — General Specifications: Stowage factor of Salt. Normal stowage 
density 32 cu.ft. per long ton or 0.89 cu.m. per metric tonne. Angle of 


repose 33°. 

STEVEDORES: Dampier Salt Pty. Ltd. 

MEDICAL: Master to advise by telex via coastal radio if any crew 
members require medical or dental services. Prior advice will generally 
ensure adequate arrangements can be made to accommodate such 
requests. Insufficient notice, or advice only on berthing may jeopardise 
the chances of obtaining normal medical/dental treatment. Emergency 
medical treatment is normally available through Carnarvon Regional 
Hospital. 

DENSITY: 1025. 

FRESH WATER: Not available. Due to possible loading delays caused 
by adverse weather it is recommended that vessels arrive with all fresh 
water tanks full. 

FUEL: Not available. 

REPAIRS: There are no ship repair facilities. However, vessels may 
Carry out repairs of a limited nature but only with the prior approval of 
Dampier Salt (Operations) Pty. Limited and the Harbour Master. 

DRY DOCK: None. 

WATCHMEN: No shore watchmen available. 

HATCHES: To be opened/closed by ship's crew. 

CUSTOMS ALLOWANCES: 200 cigarettes in opened carton, or 0.25 Ib. 
cigars, or 0.5lb. tobacco, and one opened bottle spirits per crew 
member. 

An Australian Customs Boarding Officer is resident in Carnarvon. 
ignores of Australian Department of Customs and Excise apply to 
the Port. 

CARGO GEAR: Not required. Salt kigomly is by conveyor belt. 
REPATRIATION: Road connection to Carnarvon, which is 97 km. 
distance from Cape Cuvier, thence air connection with Perth where 
international flights available. 
AIRPORT: Private airfield only, about 25 km. from port of Cape Cuvier. 
Carnarvon has a daily air service to Perth. Connecting flights for other 
Australian cities and also for overseas destinations are available from Perth. 
TIME: See “General” before first port. 
GENERAL: Port is gazetted under Western Australian legislation and 
controlled under Ports and Harbours Regulations. 
Charts and Publications: 

Australian Pilot Volume V 

Australian Chart AUS 329 (N.W. Cape to Pt. Cloates) 

Australian Chart AUS 330 (Pt. Cloates to Quobba Pt.) 

Australian Chart AUS 331 (Quobba Pt. to Geraldton) 

British Chart BA 1055 (Bedout Island to Cape Cuvier) 
Winds: The local wind pattern usually shows a marked diurnal variation 
in both wind speed and direction, typical of the local sea breeze cycle. 
Wind intensity under the diurnal een regularly attains an intensity of 
more than 20 knots and blows from the Southern quadrants of the 
compass. 

The mooring area is protected to some extent from Southerly winds 

by the cliffs at the Cape which are approximately 120 m. high. 
Swell: A predominant high energy, long period swell system emanates 
from the deep sea to the S.W. This system is both diffracted and 
refracted locally by the topography of Cape Cuvier Point and travels 
Eastward across the bay. Analysis shows that open sea swell patterns 
to amplitude of 3.5 m. are generally dispersed by diffraction and 
refraction at the Cape to an amplitude in the berth of generally less than 
2 m. The period of these waves is generally in excess of 8 seconds and 
can be up to 30 seconds. Wave lengths are in the order of 250 m. 

Superimposed on the long period swell system are the effects of the 
diurnal wind system which generate local wind waves of a shorter period 
of about 5 seconds. In this instance wave lengths are in the order of 
20m. Depending on wind direction, this short period swell is also 
diffracted and refracted by the Cape. 

When local or storm winds blow consistently from the Northern 
quadrants for a duration of the order of 12 hours, the inshore berth 
location is subjected to the same type of wind wave climate as the 
offshore open sea location. 

Current: The mean velocity profile in the berth of currents is some 
5.3m. per second (0.1 knots) setting exclusively to the N.W. The 
maximum current speed recorded is 31 cm. per second (0.6 knots), this 
being a storm generated current. 

Tides: For operational purposes, the tidal predictions for Carnarvon are 
usually considered accurate for Cape Cuvier. 

A maximum tidal range of 1.7 m. can be expected at Cape Cuvier. 
Cyclones: The local cyclone season extends from mid November to end 
of April with an average of one cyclone per year which will influence the 
area near Cape Cuvier. Cyclones in the area generally travel in a 
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Southerly direction parallel to the coast prior to crossing the coast and 
moving inland. Whilst offshore the cyclone can generate dangerously 
high waves in the port which is unprotected from the North. Wave heights 
resultant from cyclonic conditions may reach 10.5 m. in the berth area. 
Wind velocities in excess of 60 m./sec. (120 knots) may also be 
experienced. 

Weather Effects on Berth Occupancy: Berthing may be delayed due to 
strong winds or heavy swell and vessels may on occasion be required 
to return to anchor before completion of loading if the berth is affected 
by inclement weather conditions. 

In these cases, the decision to vacate the berth will be made by the 
Pilot or the Harbour Master. 

Ordering Stores: Telex advice of any and all stores and provisions 
requirements should be given to Agent at least 4 days prior to arrival. 
Stores orders received later than this may not be able to be filled. 
Access to Vessel: 

At Anchorage: Whilst at anchorage, access will be by authorised 
personnel only from the line launch or one of the tugs. 

In Berth: Whilst in berth, access will normally be by a hydraulically 
operated gangway. On these occasions the shiploader supervisor will 
direct the timing and positioning of the shiploader boom such to minimise 
inconvenience to the shiploader operation. 

Vessels Engines: Vessel's engines are not to be demobilised whilst the 
vessel is in berth. Adverse weather conditions affecting the area may 
require the vessel to be moved. Vessels in the berth will be on notice 
to shift at all times. 

OPERATOR: Dampier Salt (Operations) Pty. Ltd., Lake Macleod 
Division, P.O.Box 501, Carnarvon, W.A. 6701. Tel: (099) 412677. 
Telex: AA 99283. Cables: 6CDPRSALTC. FAX: (099) 411248. 
AUTHORITY: Department of Marine & Harbours, 2 Essex Street, 
Fremantle, Western Australia 6160. Te/: 335-0888. FAX: (09) 335-0850. 
Contact: Superintendent of Pilotage. 


AGENT: See “Fremantle”. 


(C) USELESS LOOP (Shark Bay): 26.05 S. 113.24 E. 


DOCUMENTS: See “Melbourne”. 

PILOTAGE: Compulsory. Notice for Pilots is by ‘Shipserv’ message to 
Superintendent of Pilotage, Department of Marine and Harbours, 
Fremantle, 7 days, 48 hours and 24 hours prior to arrival. 
APPROACHES: Vessels from the North proceed direct to Denham 
Channel, vessels from the South can navigate through Naturaliste 
Channel with caution using Chart AUS 331. All vessels must anchor at 
pilot ep ground situated 1 mile North of Denham Channel 
Lat. 25° 52’ S., Long. 113° 15’ E. and wait for further instructions on 
VHF Channel 16. Vessels must provide a good lee for pilot boat with 
ladder always on starboard side unless otherwise ordered. It is important 
that final ETA is correct and must be amended if necessary. It is 
important that vessels arrive in full or good ballast condition otherwise 
they may be unable to berth. 

Pilots remain on board during transit to Useless Loop. 

TUGS: None. 

BERTHING: One berth. Owned and operated by Shark Bay Salt Pty. Ltd. 
Conveyor belt system from Salt Stock Pile to ship gross rate 800 t.p.h. 
for salt, 600 t.p.h. for gypsum. Dolphin type jetty length 189 m. runs 
approximately North and South directions and 2.1.cables from Topper 
Island. Min. depth at berth 10.06 m. LWOST. Rise of tide approximately 
0.91 m. Winds predominantly S.E./S.W. 

As the loading equipment is fixed, the vessel must shift from hatch to 
hatch as required. 

As strong winds prevail in the area, vessels should plan for a minimum 
of shift ships to prevent crew exhaustion. As no shore weights are 
available, the ship's officers must load by draft, and a careful check of 
deballasting is advised. 

FRESH WATER: Not available. 

FUEL: Not available. 

REPAIRS: Not available. 

AUTHORITY: Department of Marine & Harbours, 2 Essex Street, 
Fremantle, Western Australia 6160. Te/: 335-0888. FAX: (09) 335-0850. 
Contact: Superintendent of Pilotage. 


AGENT: See “Fremantle”. 


CHALLIS VENTURE: 12.07 S. 125.00 E. 
JABIRU VENTURE: 11.55 S. 125.00 E. 
SKUA VENTURE: 12.30 S. 124.25 E. (See Plan) 


LOCATION: The Jabiru and Challis Oilfields are in the Timor Sea, about 
680 km. West of Darwin and some 300 km. off the Kimberley coast of 
North Western Australia. 

“Challis Venture” — Lat. 12° 07’ 17” S., Long. 125° 00’ 43” E. 

“Jabiru Venture” — Lat. 11° 55’ 33” S., Long. 125° 00’ 23” E. 

“Skua Venture” — Lat. 12° 30’ 36” S., Long. 124° 25’ 16” E. 
ANCHORAGE/RESTRICTIONS: There are prohibited anchoring areas 
in the vicinity of the Timor Sea production areas. If an offtake vessel 
cannot moor on arrival at one of the Facilities and wishes to anchor, it 
must be within the Permitted Anchoring Areas. Contact should be made 
with the Master of either Facility for information and guidance on this 
matter. 

Vessels should make every endeavour to arrive with propeller and 
rudder fully submerged and trim should not exceed 10% of the after 
draft. Masters should note that in event of arrival with excessive trim or 
too light in draft, berthing will be refused. 
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DOCUMENTS: Masters will complete the following forms which will be 
Caen to Customs by the ship's Agents at least 48 hours prior to 
arrival 

Ship's Inward Cargo Report (Form 1). 

Passenger Report (if applicable) (Form 2A and Form 2B). 

Crew Report (Form 3A and Form 3B). 

Masters should endeavour to complete the following forms ready for 
collection on arrival by Customs Officers, if the facility is the vessel's 
first Australian destination: 

Ship’s Report of Arrival (Form 5 — Part 1). 

Crew Effects Declaration (Form 5 — Part 2). 

Ship's Stores consumed in Australia (Form 42A). 

Shipmaster’s Notice (Animals, Hides and Skins) Not for Importation 

(Form QA4). 

Shipmaster’s Bond regarding animals carried (only if pets on board) 

(Form QAS). 

The Customs Officer in attendance will advise any other documentary 
requirements, and provide forms if necessary. 

Because the “Challis Venture”, “Jabiru Venture” and “Skua Venture” 
are not designated ports, offtake vessels should have their Agents apply 
for Certificates of Permission for Entry to Australia at other than a 
designated port as required under Section 58 of the Customs Act 1901 
(Commonwealth of Australia). 

Customs Authorities have advised that permission will generally be 
granted. However, Customs Officials retain the right to board offtake 
vessels for inspection at their discretion and Masters of offtake tankers 
are required to provide accommodation and mess facilities for visiting 
Customs Officers. 


APPROACHES: The Facility Master will advise by radio the bearing on 
which offtaking vessels should approach. 

Hazard to Navigation: An unlit wave rider buoy is located at 
Lat. 11° 57.97’ S., Long. 125° 03.42’ E 


PILOTAGE: Pilotage is compulsory. The Facility Master or an 
appropriately qualified nominee of the Facility Master will transfer to the 
offtake vessel when it reaches a distance of 2 nautical miles from the 
Facility and will act as Pilot during approach and mooring. 

Two Berthing Superintendents from the Facility will board with the 
Facility Master and will remain on board the offtake vessel for the time 
the vessel is moored, at the discretion of the Facility Master. Suitable 
accommodation is to be provided for these personnel. 


READINESS: Restricted Berthing Hours: Notice of Readiness will only 
be accepted during the hours 0700 to 1600 when prevailing weather 
conditions permit safe mooring. 

Notice of Readiness: Arriving offtake vessels may not tender Notice of 
Readiness until 2 nautical miles from a facility and until otherwise in all 
respects ready to approach, moor and offtake in accordance with these 
regulations and the Terminal Conditions. 


MAX. SIZE: 150,000 d.w.t. 


HEALTH: Australian Government Requirements: A Radio Pratique 
message should reach the vessel's Agent no more than 24 hours, and 
no less then 12 hours before arrival, as per the following instructions. 
Please answer the following questions, indicating NIL where 
necessary, and answer them in order. If answers are not correct, or not 
in the correct order, it could cause unnecessary delay to vessel berthing. 
NOTE: Masters or Medical Officers who wilfully make a false statement 
in answer to any question, are liable to a fine not exceeding $ 5,000 or 
imprisonment for a period not exceeding 2 years. 
Question 
Name, type and nationality of offtake vessel. 
Where from and departure date? 
Where bound and ETA first port 
Details of any communicable disease or illness or 
death on board since sailing. 
Are there any animals or plants on board? 
Have you carried livestock in the last six months? 
If yes: List type, ports visited and cleaning performed 
since last livestock voyage. 
Optional section (answering this section will facilitate clearance of your 
vessel when it arrives in port). 
If the vessel is entering in ballast: 
1. Have you: 

(a) Exchanged ballast water at sea during the voyage and 
logbook certification of time and co-ordinates when re- 
ballasting occurred or: 

(b) Certification that the area where ballasting took place is 
free from toxic wren + teers 
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2. Is your vessel part of a compliance arrangement for ballast 
water control accepted by Australian Quarantine and inspection 
services? 

3. Will you be discharging ballast whilst in Australian waters? [He 

(e) 

NOTE: The granting of pratique to a vessel does not release it from 
a subject to quarantine. Goods require separate clearance. 

Signe. Signed 
RADIOWVHE: 
Advice of Arrival: Incoming vessels must advise BHP Petroleum 
Operations Manager and the Facility of their ETA 72 hours and 48 hours 
before intended arrival and give the following information: 

1. Name of vessel and radio call sign. 

2. HF radio telephone frequencies, if so equipped. 

3. Inmarsat identification number and which satellite in use. 

4. Arrival draft and trim. 

ETA should be confirmed or varied, as appropriate, 48 hours before 

arrival. 

Radio Communication with Challis Venture: The “Challis Venture” has 
radio communication hours of 0600 to 1800 local time (2030 hrs. — 
0830 hrs. GMT). 


The “Challis Venture” operates without a dedicated Radio Officer, 
however messages can be sent to the Facility via Inmarsat, the shipping 
Agent representing the offtake vessel, or passed through “Jabiru 


Venture”. 
“Challis Venture” Call sign: VLN 4720 
“Challis Venture” Inmarsat 582 1543357 CHAV X 
number for telex: 583 1543357 CHAV X 
“Challis Venture” Inmarsat 0011 872 1543357 
number for telephone: 0011 873 1543357 

The Facility is on the Indian Ocean or the Pacific Ocean Inmarsat, 
depending on conditions. 

Incoming offtake vessels may use the frequencies 4125 kHz or 
4143.6 kHz for radiotelephone communications with the Facility. The 
“Challis Venture” will use VHF Channel 72 as a working frequency. 

The “Challis Venture” is equipped with a radio direction finding (RDF) 
beacon with a frequency of 404 kHz. Call sign is XCHA and range is 
100 nautical miles. The beacon transmits on request. 


Radio Communication with ‘Jabiru Venture": The “Jabiru Venture” has 
radio communication hours of 0600 to 1800 local time (2030 hrs. — 
0830 hrs. GMT). 
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“Jabiru Venture” Call sign: 
“Jabiru Venture” Inmarsat 582 1543604 JABV X 
number for telex: 583 1543604 JABV X 
“Jabiru Venture” Inmarsat 0011 872 1543604 
number for telephone: 0011 873 1543604 

“Jabiru Venture” is on Indian Ocean or Pacific Ocean Inmarsat, 
depending on conditions. 

Incoming offtake vessels may use frequency 4125 kHz or 4143.6 kHz 
for radiotelephone communications with the Facility, which will listen for 
incoming offtake vessels between 2030 to 0830 hrs. GMT on 4125 kHz, 
VHF Channel 16 and 500 kHz. The Facility will use VHF Channel 6 as 
a working frequency. 

The “Jabiru Venture” is equipped with a radio direction finding (RDF) 
beacon with a frequency of 436 kHz. Call sign is JVX and the range is 
100 nautical miles. The beacon transmits continuously. 

Radio Communication with ‘‘Skua Venture’’: 
“Skua Venture” Call sign: VNXI 
“Skua Venture” Inmarsat 582 1543726 SKUV X 
number for telex: 583 1543726 SKUV X 
“Skua Venture” Inmarsat 0011 872 1543726 
number for telephone: 0011 873 1543726 

The Facility is on the Indian Ocean Inmarsat, depending on conditions. 

Incoming offtake vessels may use the frequencies 4125 kHz or 
4143.6 kHz for radiotelephone communications with the Facility. The 
“Skua Venture” will use VHF Channel 8 as a working frequency. 
TUGS: A workboat is available for line handling. 

BERTHING: “Challis Venture’: The “Challis Venture” is a purpose built 
115,000 d.w.t. barge fitted with process facilities and a metering system 
to enable stabilisation of crude oil and delivery to offtake vessels. The 
“Chaltis Venture” has around 135,000kI. total storage capacity 
(approximately 845,000 bbis. or 110,000 metric tonnes). Oil is delivered 
through a 16 in. floating hose system at a rate of approximately 5,000 kI. 
(31,500 bbI.s) per hour. Allowing for start up and slow down periods, 
103,290 kl. (approximately 650,000 bbis.) will require over 20 hours 
pumping. 

“Jabiru Venture’: The “Jabiru Venture” is a converted 140,000 d.w.t. 
tanker with process facilities and a metering system to enable 
stabilisation of crude oil and delivery to offtake vessels. The “Jabiru 
Venture” has around 155,000 kl. total crude oil storage capacity 
(approximately 975,000 bbls. or 126,000 metric tonnes). Oil is delivered 
through a 16 in. floating hose system at a rate of approximately 3,400 kl. 
(21,400 bbls.) per hour. Allowing for start up and slow down periods, 
103,290 kI. (approximately 650,000 bbis.) will require over 30 hours 
pumping. 

“Skua Venture’: The “Skua Venture” is a converted 132,000 d.w.t. 
tanker (similar in design to the “Jabiru Venture”) with process facilities 
and a metering system to enable stabilisation of crude oil and delivery 
to offtake vessels. The “Skua Venture” has around 157,000 kl. total 
crude oil storage capacity (approximately 988,000 bbls. or 128,000 
metric tonnes). Oil is delivered through a 16 in. floating hose system at 
a rate of approximately 3,500 ki. (22,000 bbis.) per hour. Allowing for 
start up and slow down periods, a standard cargo of 103,290 kl. 
(approximately 650,000 bbis.) will require up to 30 hours pumping. 
Standard of Offtake Vessels: Offtake vessels between 25,000 d.w.t. and 
150,000 d.w.t. only can be accommodated at any Facility. 

Exhibited (see “Appendix’’) is a Questionnaire to which the offtake 
vessel is obliged to provide answers before being nominated to visit a 
Facility. It is imperative that if at any time the particulars given in those 
answers should be seen to be inaccurate, or should change in any 
respect, BHP Petroleum Operations Manager and Master of the Facility 
must be notified forthwith in writing. Without prejudice to any other 
consequence of such inaccuracy or change, failure to so notify and to 
co all necessary details relating thereto may cause delay at the 

acility. 

The offtake vessel should be fitted with a centre Panama type fairlead 
and bow chain stoppers capable of handling the 76 mm. diameter 
chafing chain. 

The bow windlass or winch must be capable of pulling 15 tonnes and 
should have one empty drum to take the 72 mm. diameter messenger 
line. The drum must have a good hauling lead from the Panama fairlead 
directed through the chain stopper in order to retrieve the chafing chain 
and hawser. 

Under no circumstances will the warp end be used to heave in the 
system. A winch drum only is acceptable. 

Offtake vessels should have manifolds and associated offtake 
equipment conforming to Oil Companies’ International Marine Forum 
Sada standards and a manifold derrick or crane rated at 10 tonnes 
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Given the particular requirements of each Facility, offtake vessels 
should ensure that their mooring systems are checked for suitability and 
pico before finalisation of charter arrangements and before arrival at 
a Facility. 

Offtake vessels must be covered by a current ITF Certificate. Offtake 
vessels will also be required to provide accommodation for any of the 
following people for the duration of offtake. 

2 Berthing Superintendents from the Facility. 

Independent Surveyor. 

Customs Officers. 

Shipping Agent. 

Ship/Floating Production Facility Safety Check: On arrival at the Facility, 
the offtake vessel will be subject to a safety check by the Facility 
Operator in accordance with the International Safety Guide for Oil 
Tankers and Terminals. The Terminal Conditions provide that the Facility 
may refuse to allow the offtake vessel to berth or may order the offtake 
vessel away from the berth, or otherwise suspend or terminate provision 
or performance of services to the offtake vessel, if at any time the offtake 
vessel fails to meet the relevant safety standards. 

Mooring: Neither tug nor supply boat services are required. The Pilot 
and hose coupling tools will be transferred to the offtake vessel by the 
Facility workboat. When the offtake vessel is “onsite” the mooring 
hawser will be made fast to the bow of the offtake vessel. 

Mooring operations are the responsibility of the offtake vessel crew 

acting under the supervision of one of the Berthing Superintendents 
from the Facility. 
Engines on Standby: Offtake vessels are required to keep their engines 
on continual ‘stand-by’ and be ready to respond to requests for engine 
movement immediately. Vessels will be required to move astern to 
prevent creeping up or jack-knifing as necessary. 

The hawser system has a working load of 200 tonnes and offtake 
vessels may use astern power to keep station. All engine movements 
should be made with due care. 

Deballasting Operations: The Facility Master must be consulted before 
commencement of deballasting operations. 

Watches: A qualified officer with authority to manoeuvre is to keep a 
bridge watch whilst the offtake vessel is on station. Reliable 
communications are to be established between the bow and the bridge. 
Connection of Hose: After the mooring hawser has been made fast, the 
workboat will pull the floating hose to the offtake vessel. At “Jabiru 
Venture” the hose will be connected to the starboard side of the offtake 
vessel. At the “Challis Venture” and “Skua Venture”, the connection will 
be made to the port side. The hose-end must then be lifted on board 
using the offtaking tanker's manifold derrick or crane. 

The connection of the hose is the responsibility of the offtake vessel's 
crew, under the guidance of the Berthing Superintendents from the 
Facility. 

The hose-end connection is a 16 in. ‘Camlock’ quick release coupling 
and will fit standard 16 in. ANSI 150 Ib. flanges. 

The floating hose is fitted with a self sealing breakaway coupling for 
emergency disconnection. 

Manifold adaptors/extenders to suit the above should be supplied by 
the offtake vessel. 

Delivery may be suspended for safety reasons during visits by 

helicopters to the Facilities, should flights be necessary, and/or if 
weather conditions exceed safety limits. 
Departure after Loading: Unless otherwise permitted by the Operator, 
offtake vessels shall depart within 6 hours of completion of loading. An 
Early Departure Procedure is available, should this be required or 
necessary for any reason, and is as follows. The quantity of cargo loaded 
is computed initially by the Operator using oil sales metered volume and 
a provisional density figure. The appropriate gross cargo so determined 
will be introduced on the Bill of Lading in the designated “Approximate 
Quantity Report” section. 

After departure of the vessel, a final density, sediment and water 
content of the cane will be determined by the Operator. After this 
determination, the Operator shall inform the vessel by telex of gross and 
nett cargo quantity loaded. The nett quantity will be introduced on the 
Bill of Lading in the designated"Precise Quantity Report’ section and 
signed for by the vessel Agent and Operator. 

Typical Cargo Properties: 


Challis Crude: 

Density at 15°C. 0.8272 

API gravity 39.5 

Viscosity at 20°C. 3.04 cst 

Pour Point -9°C. 

Reid Vapour Pressure 23.5 kPa (3.4 p.s.i.) 
Jabiru Crude: 

Density at 15°C. 0.8139 

API gravity 42.3 

Viscosity at 20°C. 3.45 cst. 

at 40°C. 2.41 cst. 

Pour Point 15°C. 

Reid Vapour Pressure 31.0 kPa (4.5 p.s.i.) 
Skua Crude: 

Density at 15°C. 0.8128 

API gravity 42.5 

Viscosity at 20°C. 2.957 cst. 

Pour Point +9°C. 


Reid Vapour Pressure 50.75 kPa (7.35 p.s.i.) 

Offtake tankers going into cold seas may require heating coils. 
MEDICAL: Medical and dental services are not available at any Facility. 
In emergencies, medical evacuation to Darwin can be arranged, which 
may take 6 hours. 

FRESH WATER: Not available. 

FUEL: Not available. 

REPAIRS: Repairs are not permitted whilst moored to a Facility. 
TIME: GMT plus 9.5 hours. Also see “General” before first port. 
SHORE LEAVE: Not possible. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


APPENDIX: 
To: BHP Petroleum, Darwin Operations. Fax No. (089) 844139. 
BHP Petroleum, Melbourne Marketing. Fax No. (03) 6541723. 
From: 
Date: 
These vessels details are required prior to acceptance to lift from the 
floating production storage and offtake facilities “Challis Venture’, 
“Jabiru Venture” or “Skua Venture”. 
Name of Vessel: 
Previous Names, if any: 
Port of Registry/Flag: 
Name of Owner: 
Registered Address: 
Nationality of Officers/Crew: 
Vessel Classification Society/Classed as: 
Year of Build: 
Call Sign: 
10. Inmarsat No.: 
HHertlOAs 
12. Breadth: 
13. Distance, Bow to Manifold: 
14. Distance, Ship Side to Manifold: 
15. Diameter of Manifold: 
16. Diameters of available Manifold Reducers: 
17. Does Manifoid/Associated Equipment comply with O.C.1.M.F.? 
18. S.W.L. of Manifold Crane/Derrick: 
19. Summer/Tropical/Winter D.W.T.: 
20. Summer/Tropical/Winter Drafts at Full D.W.T.: 
21. Cargo Capacity at 98%: 
22. Maximum Loading Rate: 
23. Arrival Drafts: 
24. Has Vessel C.B. Tanks? 
25. Has Vessel S.B. Tanks? 
26. Can Vessel load and deballast simultaneously with two valve 
separation? 
27. Has Vessel a Centre Panama Lead? 
28. Panama Lead Dimensions: 
29. Has Vessel a Chain Stopper: 
30. Can Chain Stopper accept 76 mm. Diameter Chain? 
31. Distance, Panama Lead to Chain Stopper: 
32. Can Windlass lift 15 tonnes: 
33. Has Vessel Leads allowing Mooring Hawser to be hauled from 
the Panama Lead via the Chain Stopper onto an empty Drum? 
(Not the warping drum-end): 
34. Has Vessel a Designated Helicopter Landing Area? 
35. Does Master and/or Crew speak English? 
36. Is Vessel covered by |.T.F. Agreement? 
37. Vessel's Last Port of Call before Challis/Jabiru/Skua? 
38. At which Port may Vessel be inspected by Operators 
Representative? 
39. Has yen a “Challis, Jabiru, Skua Berthing Handbook” on 
boar 
40. A Legible Copy of the Fo'c’sle Deck Arrangement must be 
supplied before an Offtake Vessel can be accepted by BHP 
Petroleum Pty.Ltd. for the safe berthing astern of the Challis 
Venture, Jabiru Venture or Skua Venture. If possible, the Plan 
should show the proposed lead from the Panama Fairlead to 
the Winch Drum. 
NOTE: Submission of this Questionnaire to BHP Petroleum Pty. Ltd. 
shall be an acknowledgement and acceptance by Offtake Vessel 
(Including its Owners, Agents, Master and Crew) and Cargo Owner of 
the “Terminal Conditions” which govern operation of, access to and 
usage of, the Challis Venture, Jabiru Venture and Skua Venture 
Facilities. 
GENERAL: 
Services: The remote, deep-sea location of the Facilities severely limits 
the provision of services. Offtake tankers should ensure that they carry 
supplies adequate for a return journey. 
Visitors to the Facilities: Access to any one of the Facilities is by a 2 hour 
light aricraft flight from Darwin to Troughton Island, and then a 1 hour 
helicopter flight to the the Facility. Because of the limited capacity of 
scheduled flights, the difficulties in arranging extra flights and the severe 
accommodation constraints on board each Facility, the attendance of 
visitors is not normally possible. 

Customs, Department of Transport Officers, independent surveyors, 
ships’ Agents, buyers’ representatives and any others intending to visit, 
should seek permission of the Operations Manager at least 2 days 
before scheduled arrival of the offtake vessel. Earlier advice would be 
appreciated. 

Fire Fighting: Each Facility has only firefighting equipment required for 
its own purposes. It can give no aid to offtake vessels in case of fire. In 
the event of an emergency on board an offtake vessel or on one of the 
Facilities, the offtake vessel will be released. 

Pollution Control: The “Challis Venture” and “Skua Venture” hold a small 
quantity of dispersant for pollution control which can be dispensed from 
the workboat or, subject to call-out delay, from a helicopter should this 
be necessary. 

Without derogating from the Terminal Conditions, liability for any costs 
of setter Aehey pollution caused by oil which has passed the point 
where the offtake vessel's permanent hose connection connects to the 
terminal operations loading facilities will be for the account of, and 
recoverable from, the offtake vessel. 

No refuse is to be dumped overboard. The |.M.O. convention on the 
dumping of waste at sea applies. Any waste water discharged should 
have an oil content of no more than 15 p.p.m. 

Liability for pollution, its consequences and control is governed by the 
Terminal Conditions. 

Stores: Not available. 
ab Ballast: Dirty ballast, slops or refuse cannot be accepted at any 
acility. 
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Government Charges: Customs, Immigration and Health inspections will 
usually be carried out by one Customs Officer but, at the discretion of 
customs authorities, several Customs Officers may carry out a particular 
inspection. 

Offtake vessels will be liable for Customs fees charged per person 
per hour. Inspections will generally require a minimum of 14 hours, 
including travelling time. 

Light Dues, Oil Pollution Levies: The Northern Territory Department of 
Mines and Energy advises that vessels offtaking from the Facilities are 
not required to pay light dues or oil pollution levies. 

Weather: Prevailing winds are Southerly from May to October. 

The wet season is during the Summer months — November to April — 
and at that time prevailing winds are Northwesterly. 

During the Summer months, the Timor Sea is subject to occasional 
cyclones. In January and February, in particular, weather and sea states 
may prevent mooring and/or loading for periods of a few days. 

The limiting significant wave height for mooring is 2.2 m. On this basis 
pecans will be feasible 85% of the time. For offtake vessels already 
moored, the design limits for the hawser will be approached when 
significant wave height reaches 2.8 m. and winds reach 36 knots. On 
this basis, loading will be feasible 93% of the time. 

Charts: 

Australian: AUS. 314. 

British: B.A. 1047, B.A. 942A. 

These charts cover the general area and the site of each Facility. 
OPERATOR: BHP Petroleum Ltd., Lot 4233, Pruen Road, Berrimah, 
Northern Territory 0828, Australia. (Postal address: P.O.Box 37871, 
Winnellie, N.T. 0821). Te/: (089) 221122. Telex: AA 85146. FAX: (089) 


844139. Cables: Hempet, Darwin. Contact: Manager, Darwin 
Operations. 
DAMPIER: W.A.: 20.38 S. 116.45 E. (See Plan) 


LOCATION: Port Dampier is located on the N.W. coast of Australia in 

the Dampier Archipelago. Legendre Island in position Lat. 20° 21’ S., 

Long. 116°51'E. forms the N.E. extremity of the Archipelago and 

Rosemary Island in position Lat. 20° 28’ S., Long. 116° 37’ E. forms the 

N.W. extremity of the Archipelago. 

The port facilities are constructed: 

adjacent to Parker Point in Lat. 20° 39’ S., Long. 116° 43’ E. 

East Intercourse Island in Lat. 20° 39.03’ S., Long. 116° 40.4’ E. 

Mistaken Island in Lat. 20° 39.2’ S., Long. 116° 39.6’ E. 

Withnell Bay LNG: Lat. 20° 35.2’S., Long. 116° 45.7’ E. 

Dampier Public Wharf: Lat. 20° 36.9’ S., Long. 116° 44.8’ E. 

PORT LIMITS: A vessel is considered to be an arrived vessel from the 

time of crossing the quarantine line, which runs due East from Courtenay 

Head Lighthouse. 

APPROACHES: From the 100 fathom line in Lat. 19° 20’ S., Long. 

116° 20’ E., achannel 15 miles wide, leading 157° was surveyed by the 

Royal Australian Navy in 1963 and found to be clear of dangers. This 

approach is recommended for ships arriving from the North and N.E. 

Ships arriving from the West pass North of Tyrell Rocks situated to the 

N.W. of the Monte Bello Islands and then should pass not less than 

5 miles to the North of Rosemary Island on the Latitude of Legendre 

Island Light. 

ARRIVAL ADVICE: Dampier is a First Port of Entry and all ships bound 

for this port are to radio through the normal recognised coast stations, 

addressing their messages ‘Pilharb Perth” and prefixing the message 

“6D" for loading iron ore at Hamersley Iron. 

(a) In the case of vessels arriving from overseas. 

(i) 10 days before intended arrival at the port ETA and whether the 
port is the first port of call in Australia. 

(ii) 7 days before intended arrival at the Port, confirmation of any 
variation of the advice given pursuant to paragraph (i) above 
including in the message the forward and after arrival draft. 

(b) In the case of all vessels, cable “6D Pilharb Perth”. 

(i) 72 hours before intended arrival at the Port advising ETA at the 
Pilot boarding ground East of Malus Island, including in the 
message if not previously given the forward and after arrival draft 
and deepest departure draft. 

(ii) 48 hours before intended arrival, confirmation or any variation of 
ETA. 

(iii) 24 hours before intended arrival, confirmation or any variation of 
ETA. 

(c) In addition to this information, Masters of OBO vessels are to 
furnish the information required under “General” — “Gas-freeing”’. 

Arrival Information: Every vessel intending to /joad a cargo of iron ore 

at Dampier shall on departure from the last port of call cable the following 

information, addressing the message HAMIRON DAMPIER. 

(a) ETA, quantity of cargo required, deepest departure draft, and 
distance between keel and hatch coaming. 

Example: Name of Ship, ETA PM20/4, 108000 k’t, 16.46 m., 
24.15 m. 

(b) 7 days before intended arrival at the Port confirmation or any 
variation to the above and indicate loading order by hatches of 
the products to be lifted. 

Example: Name of Ship, ETA 1000/4, 108000 k/t, 16.46 m., 
24.15m., 1/10000 Fines, 7/10000 Fines, 9/10000 
Fines, 2/10000 Lump, 4/10000 Lump, 6/10000 Lump, 
3/8000 Fines, 5/10000 Fines, 2/8000 Lump, 6/6000 
Lump, 7/5000 Fines, 3/8000 Fines, Trim 3000 Fines. 
Total 108000 k’t. 


=> 


Arrival Advices: Every vessel intending to discharge cargo at Dampier 

shall on departure from the loading Port or 7 days before arrival, 

whichever occurs first, cable the local Agent the following information: 

ETA, quantity and nature of cargo to be discharged, stowage and the 

deepest arrival draft. 

Example: Name of Ship, ETA AM/4, 4700LT. General 1/1200, 2/200, 
3/1500. 

Note: Berthing and sailing times must be fixed with Pilbara Harbour 

Services or Mermaid Sound Port & Marine Services prior to 1500 hrs. 

each weekday and 1500 hrs. on Friday for service between the hours 

of 2359 Saturday to 0830 Monday. It is therefore imperative that ample 
notice is given on arrival times particularly for weekend arrivals. 

PILOTAGE: Pilotage is compulsory for all vessels entering, leaving and 

manoeuvring within the Port except those of a tonnage of 150 tons or 

less and those whose Masters hold a valid pilotage exemption. Pilotage 
services operate from the pilot cutter “Pilbara Mercury” and Bell 206B 

Jetranger helicopter for Hamersley Iron. Pilotage for Woodside is by 

pilot boat “Burrup Pilot’ and Puma helicopter. 

Pilot boarding and disembarking arrangements must comply with the 

SOLAS regulations and be properly rigged and attended. 

Pilot Boarding Ground: The area bounded by lines of Lat. 20° 24’ 00” S. 

and 20° 24' 30"S. and meridians of Long. 116° 44'30"E. and 

116° 43’ 00” E. 

Helicopter — Landing Requirements: Pilots will board suitable vessels 

by means of a helicopter which will land on a hatch cover. Normally this 

applies to bulk carriers and not general cargo vessels. The helicopter 
will not be used for oil tankers, which will, with other vessels unsuitable 
for helicopter operations, be boarded by launch. The helicopter used is 

a float equipped Bell 206B Jetranger weighing 769 kilos and is fitted 

with VHF Channels 16 and 11. 

Where a vessel is to be boarded by helicopter, the vessel must meet 
the following criteria: 

1. Mark on the hatch top, a termination area consisting of a square 
having sides of 11.7 m. in length. For day and night operations 
this mark must be in WHITE paint — all markings to be at least 
13 cm. in width. 

2. Surrounding the termination area there shall be an area not less 
than 10.67 m. in width in which there shall be no obstructions 
likely to hazard the rotor systems. 

3. The combined termination area and obstruction free area shall 
constitute the helipad areas. 

4. Within the termination area there shall be no obstructions likely 

to hazard the flotation systems. 

. The touchdown area shall be so situated within the termination 
area that when the floats are positioned within the touchdown 
area, the main rotor shall be contained within the termination area. 

6. Paint the letter “H” in WHITE paint in the centre of the square, 
having sides of 2.0 m. and 13 cm. wide. 

7. Paint ALL handrails, lugs, ventilators and other obstructions on 
the hatch top in WHITE. 

8. Ensure that ALL derricks, cranes, aerials, etc., are clear of the 
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approach paths to the termination area. 

. The helipad shall be illuminated with floodlights positioned at both 
wings of the ship’s bridge with the beams crossing over the 
helipad. 

10. A flag or pennant must be illuminated so the helicopter pilot can 
assess the wind direction and strength. 

11. Ships departing the port must wash down the helipad before the 
helicopter lands (day and night). 

12. All loose objects must be removed from the helipad area. 

13. All crew members should be kept clear of the landing area, any 
hats worn by crew approaching the helicopter must be secured 
by a chin strap, crew must not attempt to approach the helicopter 
unless requested to do so by the helicopter pilot. When the ship’s 
Pilot has disembarked, an officer should be available to guide 
him to the bridge. 

14. Before making the initial landing the helicopter pilot will visit your 
ship and, 

(i) Decide whether your vessel is suitable for helicopter 
operations. 
(ii) Discuss with you any alterations which may be necessary to 
make landings possible. 
The following is the radio procedure to be complied with: Before landin 
the helicopter Pilot must receive clearance from the Master by VH 
Channel 11. 
(i) Call sign of the helicopter will be “Dampier Pilot Helicopter”. 
(ii) Phrases to use for landing. 
Helicopter; 
(Name of Ship) this is Dampier Pilot Helicopter, | request clearance 
to land. 
Ship; 
Dampier Pilot Helicopter this is (Name of Ship). You are cleared to land. 
Example: 
Helicopter; 
“Senwa Maru” this is “Dampier Pilot Helicopter’, | request clearance 
to land. 
Ship; 
see Naa Pilot Helicopter” this is “Senwa Maru” you are cleared to 
land. 
HEALTH: Radio Pratique is now in force for the Port of Dampier. Please 
send Radio Pratique message to Agency Telex Number not more than 
24 hours before arrival or less than 12 hours before arrival. See “General 
— Health” before first port. 

On receipt of quarantine messages Harbour Master will advise 

anchorage position if vessel not berthing on arrival. 

Inspections may be carried out at the jetty or at anchorage at the 

discretion of the Quarantine Officer. 

Rat guards are to be maintained on all mooring lines while vessels 

are berthed in Dampier Harbour. 
RADIO: Perth Radio. Also see “Arrival Advice” and “Tankers”. 


AUSTRALIA 


VHF: 
Call Sign Dampier Port Control 
Frequency Channels 16, 67, 11, 13, 68, 78 and 79. 
Channels 78, 79, 11, 13 and 68 are port working 
frequencies. 
Channel 72 Can be used vessel to vessel. 
Channel 67 Emergency working frequency. 


Continuous watch is also maintained on VHF Channel 11, the working 
channel for general port traffic information. 
TUGS: Pilbara Harbour Services Pty. Limited own and operate 4 tugs, 
workboats and lines launches which are available to shipping on a 
24 hour service. 

The following craft are available to assist in berthing and unberthing 


and for hire: 
“Pilbara Star” 4,800 h.p. Bollard Pull 55 tons 
“Pilbara Saturn” 4,800 h.p. Bollard Pull 55 tons 
“Pilbara Comet” 4,200 h.p. Bollard Pull 45 tons 
*“Pilbara Mars” 4,200 h.p. Bollard Pull 45 tons 


Three (3) Lines Launches 

One (1) Workboat — 400 h.p. 

Mermaid Sound Port & Marine Services (Woodside) also own 4 tugs 
Hed one pilot boat to assist in the berthing of vessels at Withnell Bay 
LNG berth. 


“King Bay” Bollard Pull 50 tonnes 
“Withnell Bay” Bollard Pull 50 tonnes 
“Hearson Cove” Bollard Pull 60 tonnes 
“Cowrie Cove” Bollard Pull 60 tonnes 


MOORING: Mooring lines are taken ashore by lineboat. Vessels using 
heavy wire ropes are required to have the ends terminated with a 9 m. 
rope spring finished with a standard eye for placing over the bollards 
and slip hooks. 

All mooring ropes and wires to have a 6 m. tail of light rope spliced 
into the eye to facilitate the transfer from the boat to the dolphin. 

Vessels shall be ready in all respects to commence loading on 
completion of sir) hatches cleaned and opened. 

LOADING IRON ORE: Vessels loading iron ore are recommended to 
exhibit either on top of the hatch lids or on the deck or coaming adjacent 
to the hatch, numerals identifying the hatch. These are to be of such a 
colour and size as to be clearly visible to the shiploader operator 
stationed at the end of the shiploader boom. 

Reference to loading is to be made by hatch, not hold and all weights 
are to be expressed in metric tonnes. 

Confirmation in writing of the cargo booking is delivered on board prior 
to berthing by the Pilot. 

This document contains four copies of the loading sequence. The first 
copy is retained on board, the remainder completed and passed to the 
shiploader operator immediately on berthing. Attention is drawn to the 
run off quantity required to be loaded to clear the conveyors at the 
completion of loading. 

Red, green and white list lights, clearly visible to the shiploader 
operator are recommended fittings on all vessels loading iron ore. 
A fixed white light shall indicate the vessel is upright. 

Masters are cautioned the loading of iron ore is carried out by draft. 
Frequent ‘on the run” draft checks between hatch changes should be 
carried out. Whilst shiploading sequences are equipped with weight 
scales, these figures are to be used only as a guide and reference to 
them will not relieve the Master of the responsibility of adequately 
maintaining draft checks and supervising the loading accordingly. 

Final confirmation of tonnages on board will be the result of a draft 
survey carried out by the Master and the Company's surveyor. 

Ballast shall be adjusted to ensure at high water a minimum clearance 
of 1.0m. is maintained between the vessel's structures and the 
shiploader. Ballast to be discharged at a rate which prevents disruption 
to loading, final trimming and completion. 

Subject to tide, ships shall be ready to vacate the iron ore berths on 
completion of loading and have all gear tested and available for use on 
departure. 

Ships departing during the hours of darkness will require to have fitted 
on the fore mast a small steering light visible from the bridge. 
STOWAGE FACTORS: The following stowage factors are provided for 


guidance: 
Lump Ore 2.50 tonnes/cu.m. 
Fine Ores 2.55 tonnes/cu.m. 


PARKER POINT ORE JETTY: The ore jetty consists of a tubular steel 
pile structure carrying a deck and rail traverse of a slewing boom 
shiploader. 

9 multi-spring pile dolphins fitted with Yokohama air block fenders are 
situated clear of the ore jetty structure and vessels berth port side 
alongside, mooring to these dolphins. See “Plan” for standard mooring 
pattern. 

Iron ore is the only product handled over this facility and following are 
principal dimensions: 


Length of jetty: 268.9 m. 
Depth of water alongside: 17.20 m. (LAT) 
Travel of shiploader: 180 m. 
Radius of ore delivery from fender facing: 23.8 m. 
Height under side boom at LAT: 23.00 m. 
Total length of fendering, No. 1 to No. 9 dolphins: 344.8 m. 


Rated capacity of shiploader: 7,500 tonnes/hr. 

The ore jetty is connected to the East Intercourse Island departure 
channel by a 170 m. wide departure channel dredged to 15.35 m. (LAT) 
in 1982. 

Parker Point ore loading facility accommodates vessels up to 
140,000 d.w.t. 

The maximum departure draft from this berth is dependent upon tidal 
conditions and adequate under keel clearance. 


EAST INTERCOURSE ISLAND ORE JETTY: The ore jetty consists of 
a tubular steel pile structure carrying a deck and rail traverse of a slewing 
boom shiploader. 
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Nine multi-spring dolphins fitted with Yokohama air block fenders are 
situated clear of the ore jetty structure and vessels berth starboard side 
alongside, mooring to these dolphins. See “Plan” for standard mooring 
pattern. 

Iron ore is the only product handled over this facility and the following 
are principal dimensions: 


Length of jetty: 341.4 m. 
Depth of water alongside: 21.50 m. (LAT) 
Travel of shiploader: 230.0 m. 
Radius of ore delivery from fender facing: 25 m. 
Height under side boom at LAT: 25.0 m. 
Total length of fendering, No. 1 to No. 9 dolphins: 429.8 m. 
Rated capacity of shiploader: 9,000 tonnes/hr. 
Basin length: 430.0 m. 
Basin width: 84.0 m. 


The ore jetty is connected to the open sea by a 167.7 m. wide 
departure channel dredged to 15.35 m. (LAT). 

East Intercourse Island ore loading facility accommodates vessels up 
to 250,000 d.w.t. The maximum departure draft from this berth is 
dependent upon tidal conditions and adequate under keel clearance. 

Also see “Shipmaster’s Report” - February 1987. 

DAMPIER PUBLIC WHARF: (Materials Offloading Facility — M.O.F.) 

The approach to the wharf has a least depth of 7.5 m. LAT. 

The wharf consists of a concrete deck supported by tubular piles. 

Access is by a concrete approach bridge 35 m. long and 7 m. wide. 
Priority Use Agreement: Masters should be aware that a “priority use” 
agreement is in place between the Port Authority and Woodside Offshore 
Petroleum. Under certain circumstances this will mean that a vessel 
working cargo will be obliged to move off the wharf and wait whilst a 
vessel carrying Woodside cargo berths, discharges and sails. Neither 
the Port Authority or Woodside accept any responsibility for costs 
incurred by this procedure. 
Advice of Arrival: \f Dampier is the first Port of Entry into Australia, 
vessels should radio through the normal recognised coast stations, 
addressing their messages to both their Agents and the Dampier Port 
Authority, telex No. 198230. 

In the case of vessels arriving from overseas: 

(i) ETA 7 days before their intended arrival, their draft and details of 

cargo to be worked. 

In the case of all vessels, cable: 

(i) 72 hours before intended arrival at the Port advising estimated 
time of arrival at the Pilot et ground including in the 
message, if not previously given, the forward and aft arrival draft 
and details of cargo to be worked. 

(ii) 48 hours before intended arrival, confirmation or any variation of 
estimated time of arrival. 

(iii) 24 hours before intended arrival, confirmation or any variation of 
estimated time of arrival. 

(iv) Coastal vessels may not be able to advise their ETAs in 
accordance with these rules. Where possible the Master should 
advise his ETA as soon as practical. 

Coastal vessels should advise whether the Master holds a current 
pilotage exemption certificate and, if so, the date of last time that 
he visited the Port. 

Prior to departure from the Loading Port, Masters shall forward by 
first class airmail a copy of the vessel's Inward Manifest to the Port 
Authority showing description and weight of the cargo to be discharged 
at Dampier — a Manifest. 

Principal Dimensions: 
Western Berth: 


Dredged basin: Chart datum minus 10 m. over 280 m. x 63 m. 
Whart face: 112 m. 
Main cargo working 
area: 46 m. x 31m. 
Secondary area: 66 m. x 15m. 
Height of deck: 6.8 m. above chart datum. 
Deck area: 1420 sq.m 


40 m. North of main deck. 

Dolphin ‘A’ 39 m. South of main deck. 
Dolphin ‘B’ 125 m. North of main deck. 
Main deck, breast and 

mooring bollards: Total 14 x 50 tonne capacity. 

Fendering consists of tubular rubbers which are designed to offer a 
satisfactory mooring face for vessels in winds of up to 40 knots. 
Bunkers and Fresh Water: Bunkers can be delivered from road tanker. 
Fresh water is available. 

SERVICE WHARF: General cargo is not received at this wharf. Vessels 
are acceptable up to a max. draft of 7.19 m. (LAT). 

The wharf consists of steel sheet pile cells constructed in water of 
surrounding depths of 6.51 m. (LAT). 

A berthing basin 243.8 m. long and 38.10 m. wide has been dredged 
to a depth of 7.73 m. (LAT) on the Western side. 

The wharf is 69.5 m. in length and faced with piles on which are 
secured rubber fenders. Mooring buoys are positioned off the N.E. and 
S.W. extremity of the wharf and head and stern lines are secured to 
these buoys. 

Tankers delivering oil products are accommodated at this wharf. 

See “Plan” for standard moo! ning P pattern. 

MISTAKEN ISLAND SALT BER The Salt Berth owned and operated 
by Dampier Salt Limited consists of a tubular steel pile approach 
structure carrying conveyor belt to a fixed position, cantilever shiploader. 

7 multi-spring pile mooring dolphins are situated clear of the shiploader 
platform, ships generally berth starboard side alongside. 

Due to the fixed nature of the loader, ships have to be warped along 
the line of dolphins, to bring each hatch in sequence under the loading 


Breasting Dolphins: 
Mooring Dolphins: 


This wharf was built by Dampier Salt Limited, for the handling of salt 
from their salt pans, situated 6.4 km. from the wharf. The following are 
the principal dimensions: 

Total length of fendering No. 1 to No. 7 dolphins: 
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358.2 m. 


Depth of water alongside: 12.00 m. (LAT) 
Outreach of loader boom from line of fendering: 18.29 m. 
Height under side boom at LAT: 20.01 m. 


Rated capacity of shiploader: 

See “Plan” for standard mooring pattern. 
Underkeel Clearance: Underkeel clearance of 1.0 m. required whilst 
alongside. On departure vessels up to 35,000 d.w.t. to maintain 1.0 m. 
keel clearance and vessels over 35,000 d.w.t. to maintain 1.5 m. keel 
clearance. 

Condition to Load Salt: 

1. Ensure that vessel's holds are thoroughly washed — to remove all 

traces of the previous cargo. 

2. Ensure that vessel's holds are thoroughly lime washed with slaked 
lime (Calcium Hydroxide — Ca(OH),) and that no other substances 
are mixed with it. 

3. Vessels should ensure that mooring lines are laid out in readiness 
for berthing. See “Plan”. 

Note: Limewashing: This requirement is a pre-requisite of vessels 

loading. If vessel's holds are not deemed, by an independent Marine 

Surveyor, to be in a condition of cleanliness normally acceptable to 

Dampier Salt (Operations) Pty. Limited, the vessel may not be loaded 

until such time as the Surveyor is satisfied that the holds meet the 

standards set by Dampier Salt (Operations) Pty. Limited. This may mean 
that unacceptable vessels will be laid at anchor until the holds are 
deemed to be acceptable for loading salt. The Master may be required 
to sign a “Letter of Indemnity” accepting the cargo on behalf of the 

Operating Line — with holds in a condition described in a report by the 

independent Surveyor, if the holds are not acceptable. In these cases, 

no Cleanliness Certificate will be issued by the Surveyor. 

Provided the vessel's holds are acceptable to the Surveyor as being 
“clean” the Surveyor will issue a Hold “Cleanliness Certificate”. 

The above stipulation is for the contamination effects on quality control 
and is a requirement of both Shippers and Receivers of the Salt. 
Limewashing also protects the vessel against adverse action on the 
vessel's holds caused by the salt. 

Loading Procedure: The vessel is to ensure that the first two holds to 

be loaded have the hatch covers removed on berthing. On berthing the 

vessel will be positioned by the Pilot such that the loading can commence 
immediately upon acceptance of the Notice of Readiness and verification 
that vessel's holds are sufficiently clean to standards determined by 

Dampier Salt (Operations) Pty. Limited as acceptable to load. 

An independent Ships’ Surveyor, retained by Dampier Salt 
(Operations) Pty. Limited will take all draft readings during the berthing 
operation in order that the commencement of loading will not be delayed. 
Ship's arrival condition and ballast readings prior to commencement of 
bs will be agreed between the Chief Officer and Surveyor. 

rations Supervisor from Dampier Salt (Operations) Pty. Limited 
will jie the vessel immediately following mooring to check that the 
vessel is in readiness to load, and then commence the loading operation. 

This Officer will then agree with the Chief Officer loading sequence, 

loading schedule, warping procedures, draft problems (if any) and any 

other matters pertaining to the loading of the vessel. 

He will draw up a loading schedule confirming with the Chief Officer 
the approximate hold loading duration, times of warping and the 
estimated time of completion of loading, and sailing time. 

An Operations Supervisor will remain on board the vessel for the 
duration of loading in order to liaise with the Chief Officer concerning 
the procedures and times to move the vessel so as to load each hold 
in warp sequence and maintain critical draft, where applicable. 

A belt weightometer is used by Dampier Salt (Operations) Pty. Limited, 
to indicate loading rates and tonnages loaded in each hold. 

This instrument has a proven accuracy of +1.5%. It is the practise of 
Dampier Salt (Operations) Pty. Limited, for the Surveyor and Chief 
Officer to agree a preliminary draft survey when the second last hold is 
approximately 80% loaded. This survey then allows the correct loading 
of the remainder of the cargo so as to ensure correct trim and prevent 
inadvertent overloading. The final loaded cargo tonnage is determined 
by draft survey, calculated by and agreed between the Surveyor and 
Chief Officer. 

No labour is available at Dampier to board the vessel for any shipboard 
duties. Trimming is by conveyor discharge at the end of the loading 
spout only. Any subsequent trimming required must be undertaken by 
the ship's crew. 

Stowage Factor: Stowage density 32 cu.ft. per long ton or 0.89 cu.m. 

per metric tonne. Angle of repose 33°. It has been found that the cargo 

does not shift during the vessel's voyage to discharge port. 

Typical Specification — Australian Salt NaCl (Sodium Chloride): 
Appearance: Generally clear, white and free from organic matter. 
Additives: Nil additives in final washed product. 

Component: 


2,800 long tons per hour. 


(percentage by weight) Average 
Moisture content: 2.25 
Calcium content: 0.03 
Magnesium content: 0.02 
Potassium content: 0.01 
Sulphate content: 0.11 
Chloride content: 58.97 
Water insolubles content: 0.02 


Heavy metals: less than 15 ppm. 
97.50 


NaCl content: 
Chemical analysis expressed in combined form: 

NaCl 97.50% 
CaSO, 0.12% 
MgSO, 0.05% 
MgCl, 0.04% 
KCI 0.02% 
Moisture 2.25% 
Insolubles 0.02% 


Location of Berth in Relation to Dampier Township: 

The berth although geographically in close proximity to the township 
of Dampier is in fact a journey of some 40 km. by road. The only land 
access to the berth op gery Company property. During shiploading 
and/or replenishing of the salt stockpile on Mistaken Island, there is a 
continuous 24 hour per day movement of large heavy haulage trucks 
along a narrow causeway which makes the movement of private 
vehicles, taxis or individuals extremely hazardous. Therefore access to 
the township through Dampier Salt property is strictly controlled and 
limited. 

Vessel Arrival Requirements: 

Dampier Salt do not operate an agency but still have a officers. 
All vessels calling at the Salt Berth are attended by a nominated Dampier 
Salt (Operations) Pty. Ltd. Shipping Officer. 

Services Required: 

1. Master to advise by telex via coastal radio if any crew members 
are required to attend doctors or dentists. Prior advice will 
generally ensure adequate arrangements can be made to 
accommodate the requests. Insufficient notice, or advice on 
berthing may jeopardise the chances of obtaining normal medical/ 
dental treatment. Emergency medical treatment is available at all 
times. 

2. Telex advice of any and all stores requirements should be given 
to Dampier Salt (Operations) Pty. Ltd., at least 4 days prior to 
arrival. Stores orders received later than this may not be able to 
be filled, although the majority of items normally requested are 
carried locally by the ships’ providores. 

Prior telex advice will ensure the maximum supplied — whilst advice 
to the Agent on arrival may not be sufficient time to fulfil the full 
requirements of the vessel. 

STEVEDORES: Subject to application. Contact local shippin 
MEDICAL: Doctors are permanently resident at Dampier an 
and a modern General Hospital is situated in Karratha. 
TANKERS: Woodside Offshore Petroleum — Withnell Bay Berth: 

Max. d.w.t. (approx.): 160,000 tonnes. 

Length of berth (approx.): 270 m. 

Depth alongside: 13.2 m at LAT. 

Storage capacity: 6,000 cu.m. for condensate loading 
10,000 cu.m. for LNG loading. 

Intending to Load Woodside 


Agents. 
Karratha 


Telexes Required from Vessels 

Condensate: 

1. On departure from last port of call: 
A. To: (Agent's telegraphic address) Dampier TIx. No. . . 
(a) ETA and Arrival Draft Dampier. 

(b) Type and complement of moorings available. 

(c) Quantity and condition of ballast (segregated, dedicated clean 
ballast, dirty ballast) and rate — no tank washing slops, ballast 
containing lead, heavy metals, chemicals accepted ashore. 

(d) Acceptable loading rate and if concurrent, ballast tircmaak ype 

(e) Confirmation readiness to load nominated cargo . .. tonnes NWS 
Condensate approx. density 15°C ... Temp. 

(f) Prepare port side manifold with derrick/crane min. SWE 5 tons. 

(g) Confirm accept quick connection/disconnection couplings to 
following requirements. 

(i) Distance centre of flange to drip tray top more than 
685 mm. 

(ii) Distance between adjacent flanges centre to centre more 
than 1200 mm. 

(iii) Clear distance behind flange face 230 mm. 

(iv) Vessel flange thickness — 8 in. ANS1 150 28.4mm. — 
31.6 mm.; 10 in. ANS1 150 30.2 mm. — 33.4 mm.; 12 in. 
ANS1 150 31.8 mm. — 35.0 mm. 

(v) Vessel flange diameter — 8 in. ANS1 150 341.3 mm. — 
344.5 mm.; 10 in. ANS1 150 404.8 mm. — 407.0 mm.; 
12 in. ANS1 150 481.0 mm. — 484.4 mm. 

(h) (i) All navigation, equipment/engines operational. 

(ii) No tank leakage. 

(iii) Inert gas system (if fitted) operational. 

(iv) All cargo systems/transfer equipment inspected, tested, 
leak free and operating correctly. 

(v) Stress calculations for cargo transfers, ballasting and 
bunkering made and within recommended safety limits. 

B. To: Dampier Port Authorities — Harbour Master advise ETA and 
whether first Australian port. 

2. 7 days prior to arrival: Advise ETA and arrival drafts. 

3. 3 days prior to arrival: Advise ETA. 

4. 2 days prior to arrival: Advise ETA. 

5. 24 hours prior to arrival: To “Shipserv (Agent's telegraphic address) 

Dampier Telex: (Agent's Telex No.). 

Advise ETA and confirmation answers question (h). 

Answer to Radio Pratique Questionnaire. 

6. Coastal Vessels: Should advise the above requests as soon as 

possible. 

Note: All requests for tugs, etc, must be made during office hours. 

Therefore it is essential that vessels advise Agents an accurate ETA 

prior to 1200 hrs. on Friday when the vessel expects to arrive between 

1600 hrs. Friday and 0900 hrs. Monday. 

Also see “Service Wharf’. 

DENSITY: 1025. 

FUEL/WATER/REPAIRS: Fuel for ships’ bunkers is available. 

A limited supply of fresh water is available in an emergency. 

Stores and provisions can be arranged. For large orders Masters are 
recommended to cable their Agent giving 7 days notice of their 
requirements. 

Minor ship repair work can be arranged through ship’s Agents. 
However, Masters requiring major work are recommended to cable their 

shares advising their requirements in advance. 

RVEYORS: Caleb Brett. Tel: (091) 442482. 

A.M.S.A. Resident goverment surveyor. Tel: (091) 852640. 

GANGWAY/DECK WATCHMEN: Crew. 


. advise: 


AUSTRALIA 


OPENING/CLOSING HATCHES: By crew. 

CERTIFICATES: See “Melbourne”. 

CARGO GEAR: See “Melbourne”. 

REPATRIATION: Limited facilities available. 

AIRPORT: Daily service to Perth. Karratha Airport is 15 km. from the 
port. 

TIME: See “General” before first port. 

TELEPHONES: Ship-to-shore telephones are available at all berths for 
ship-to-shore communications. Ships and jetty telephones are barred 
access to STD and trunk line facilities. 

GARBAGE DISPOSAL: Garbage skips can be provided either on the 
wharf or on board the vessel. Collection can be arranged as required. 
Contact: Brambles Manford, Tel: (091) 851433. 

WASTE OIL DISPOSAL: Available by tanker truck only, at Dampier 
Public Wharf. Contact: Lyons & Pearce, Tel: 853422. 

SEAMAN’S CLUBS: Seafarers’ Centre: A seafarers’ centre operated 
by the Missions to Seamen Flying Angel Club is located on the 
Esplanade, Dampier, overlooking the Hampton Harbour. The centre is 
equipped with a shop and recreational facilities. Telephone: (091) 83- 
1424. 

CURRENCY: Australian Dollar (A$). U.S.$ 1.00 = A$1.408 (10.1.94). 


WEATHER: The Archipelago is situated in the cyclone belt with an 
incidence of about three cyclones per year in an area extending from 
Port Hedland to North West Cape 

The cyclone season lasts from November to April. 

Prevailing winds are Easterly in Winter and Westerly in Summer but 
surrounding hills give considerable protection. Forces in excess of 
20 knots are seldom experienced. 

The port facilities are situated in sheltered waters and experience only 
slight seas and occasional low Northerly swell in the Summer months. 


TIDES: Tidal streams are weak within the Archipelago, the flood flowing 
to the South with a maximum strength of less than one (1) knot at Spring 
tides in the berthing area. 

Spring tidal range is 5.3 m. 

Neap tidal range is 3.2 m. 

Mean sea level is 2.7 m. 

(Lowest Astronomical Tide). 

Dampier is a standard port in the Australian National Tide Tables, 
published by the Hydrographer Royal Australian Navy. 


SERVICES: A Walport film exchange is available — contact ship's Agent. 

A sealed road connects Dampier with Perth extending North to Port 
Hedland. This highway provides all weather access from the State 
capital. 

A bus service operates between Dampier and Perth and Dampier and 
Port Hedland. 

Postal and telegraphic facilities are available at Dampier Post Office. 

Business Hours: 0900—1230 hrs., 1330—1700 hrs. weekdays. 
Customs: A sub-collector of Customs and staff are resident in Dampier 
and regulations of the Department of Business and Consumer 
Affairs-Bureau of Customs will apply. 
Police: A police sergeant and police officers are stationed at Dampier. 
Township: Dampier is a modern township built overlooking Hampton 
Harbour at the S.W. extremity of the Archipelago. It has a population of 
approximately 3,000 and an enclosed air-conditioned shopping centre 
and hotel-motel cater for everyday requirements. 


GENERAL: Gas-freeing of Vessels: The port requirements regarding 
gas-freeing of OBO or other vessels presenting at the port are as follows: 
The Master of an OBO vessel shall cable the Harbour Master Port of 
Dampier addressing its message “6D Port Auth” or (091) 442144 (Fax), 
of 198230 (Telex) 72 hours before intended arrival at the port, advising: 

(a) Nature of the preceding three cargoes the vessel has carried. 

(b) Date and place last oil cargo was discharged. 

(c) Statement on the condition of the slop tanks and whether these 
are pressed up or fully inerted and sealed. 

(d) The date and place of issue of the Gas-Free Certificate carried 
on board. 

1. Where vessels have been issued with a Gas-Free Certificate prior 
to their call at Dampier, such vessels can berth on arrival or 
whenever the berth is free. 

2. Where vessels arrive at the Port of Dampier without a Gas-Free 
Certificate on board, such vessels must be issued with a Gas- 
Free Certificate before berthing. 

3. No Gas-Free Certificates signed by the Ships’ Masters will be 
accepted. 

4. Gas-Free Certificates will be acceptable only from an industrial 
chemist or any other competent person approved by the Port 
Authority. 

Charts and Publications: 

1. Australian Pilot Volume V 

2. Australian Chart No. 741 

3. Australian Chart No. 57 

4. Australian Chart No. 58 

5. Australian Chart No. 59 

Vessels Arriving to Discharge General Cargo: 

(a) Owners are required prior to accepting cargo for Dampier, to 
submit a copy of the vessel’s General Arrangement Plan for the 
purpose of ascertaining the vessel's acceptability in sufficient time 
to permit recommendations to be made on the positioning and 
stowage of the cargo. 

(b) Prior to departure from the loading port, Masters shall forward by 
first class air mail a copy of the vessel's cargo plan showing the 
nature, description and weight of the cargo to be discharged at 
Dampier — Cargo Manifest. 

The documents referred to in (a) and (b) above shall be forwarded to 

Dampier Port Authority, P.O. Box 285, Dampier, W.A., 6713. 

Also see “Arrival Advices”. 
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REGULATIONS: 
140. Leakage and Sp — 
The Master of a vessel within the Port shall ensure that: 

(a) if any leakage or spillage occurs during the loading on to, or 
unloading from, the vessel of flammable liquid, the loading or 
unloading shall be forthwith stopped, all valves shall be closed, 
and the Harbour Master shall be forthwith notified; and, 

(b) if any leakage or spillage of oil or oily ballast water on to the deck 
occurs, scupper plugs are not removed and steps are taken 
forthwith to prevent oil or oily ballast water from going overboard. 
Penalty: $2,000. 

138. Communication to be Maintained 

(1) The Master of a vessel within the Port engaged in cargo operations 
involving dangerous goods shall ensure that: 

(a) 2 suitable independent telephone or radio systems for 
communicating between the vessel and the shore are available 
and 


(b) throughout the cargo operations, all reasonable endeavours 
are used to maintain communication between the vessel and 
a responsible person on the shore by means of each of the 
2 systems referred to in paragraph (a). 

Penalty: $2,000. 

(2) For the purposes of sub-Regulation (1) (a), a radio system is not 
suitable unless each unit is portable and is carried by a person 
nominated for the purpose of maintaining communication in 
accordance with sub-Regulation (1) (b). 


134. Certain Preliminary Requirements 
(1) The Master of a vessel within the Port shall ensure the loading on 
to, or unloading from, the vessel of flammable liquid is not 
commenced until: 

(a) agreement has been reached between the persons on the 
vessel and those on the shore who are responsible for the 
loading or unloading upon a plan for the procedures to be 
followed; 

(b) an effective barricade has been erected on the wharf to prevent 
access to the vessel or pipeline hose connections by persons 
not concerned in the loading or unloading; 

(c) satisfactory provision has been made for watchmen to be in 

attendance: 

(i) to prevent the entry on to the vessel of persons not 
authorised to do so under Regulation 133; 

(ii) to take possession from persons about to board the vessel 
of matches, mechanical lighters, and other appliances 
capable of producing ignition; and 

(iii) generally to assist in complying with these regulations and 
to carry out such directions as may be given under these 
regulations; and, 

all persons concerned in the loading or unloading fully 

understand the stand-by requirements for normal stopping of 

shore pumps on completion of loading or unloading and the 
emergency stop procedures applicable to both the vessel and 
the terminal. 

Penalty: $2,000. 

(2) A barricade shall be taken not to comply with the requirements of 

sub-Regulation (1) (b) unless: 

(a) it encloses an area of the wharf extending to at least 30 m. 
beyond each end of the vessel concerned and to at least 30 m. 
measured from, and at right angles to, the side of the vessel 
that is closest to the wharf; and 

(b) it is erected and maintained by, under the authority or under 
and in accordance with the direction of, or otherwise to the 
Satisfaction of, the Harbour Master. 

Provision made for watchmen shall be taken not to comply with 
the requirements of sub-Regulation (1) (c) unless it is made by, 
under the authority or under and in accordance with the direction 
of, or otherwise to the satisfaction of, the Harbour Master. 
Where a vessel within the Port is to be loaded with, or unloaded 
of, flammable liquid, the Master of the vessel shall ensure that, 
before loading or unloading is commenced, a box or satchel on 
which the words “Emergency Documents”, in black letters, are 
clearly displayed is placed on the wharf in a prominent and readily 
accessible position at least 30 metres from the vessel and that the 
box or satchel contains: 

(a) details of the plan referred to in sub-Regulation (1) (a), 
including particulars of relevant times, sequences and rates; 

(b) a list of the characteristics of: 

(i) the cargo, if any, on board the vessel; and, 

(ii) the flammable liquid to be handled 
and details of the position where it is or, as the case may be, 
is to be stowed; 

(c) a crew list, including reference to persons joining or leaving 

the vessel while it is in the Port; and, 

(d) a pas oa the general arrangement of the vessel. 

Penalty: $2 


122. Sate Bt Equipment 

The Master of a dangerous goods vessel within the Port shall ensure 
hen at all times while a vessel is berthed at a wharf or is handling 

per eerie goods: 
(a) fire hoses complete with nozzles have been run out fore and aft, 
connected up, and are ready for immediate use; 
(b) the vessel's supply of water for firefighting is available; 
(c) wie vessel" S firefighting equipment is otherwise ready for immediate 


(d 


— 


(3 


— 


(4 


— 


(d) the vessel’ 's International Ship-Shore Fire Connection is connected 
to the fire hydrant of the vessel that is nearest to a cny: and, 
(e) a hose is connected between the vessel's International Ship-Shore 
Fire Connection and a shore hydrant unless a fire tug is standing 


by. 
Penalty: $2,000. 
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119. Alternative Escape Route. 

The Master of a dangerous goods vessel berthed at a wharf within the 

Port shall ensure that the outboard side accommodation ladder or 

lifeboat is turned out as an alternative means of escape. 

Penalty: $2,000. 

99. Compliance with Certain Requirements 

(1) The Master of a vessel having on board flammable liquid or on to 
which flammable liquid is being loaded shall ensure that, in 
handling the flammable liquid, the requirements of the International 
Safety Guide for Oil Tankers and Terminals (Third Edition) 
published by the International Chamber of Shipping as amended 
from time to time are complied with in addition to the other 
requirements of these regulations. Penalty: $2,000. 

(2) The Master of a vessel having on board liquefied flammable gas 
or on to which liquefied flammable gas is being loaded shall ensure 
that, in handling the liquefied flammable gas, the requirements of 
the International Chamber of Shipping Tanker Safety Guide 
(Liquefied Gas)(1979 Edition) published by the International 
Chamber of Shipping as amended from time to time are complied 
with,in addition to the other requirements of these regulations. 
Penalty: $2,000. 

100. Safety Testing of Certain Vessels 

(1) In this regulation: 

“the rules” means Aules for the Safe Handling and Storage 
of Dangerous Substances and Oil in Port Areas (1984 
Edition) 

made by the Association of Australian Port and Marine 
Authorities as amended from time to time; 

“hot work” means any construction, demolition, alteration, 
repair or maintenance involving burning, welding, riveting, 
grinding, drilling, grit, sand or shot blasting, or any other 
heat, fire or spark producing operation. 

(2) Subject to sub-Regulation (4), the Master of a vessel within the 
Port shall not cause or permit: 

(a) ore in bulk to be loaded on to the vessel into tanks or spaces 
in which flammable liquid has previously been carried; or, 

(b) an ee work to be carried out in or near tanks or spaces in 
which: 

(i) flammable dangerous goods have previously been carried; 
or, 

(ii) danger may arise from breathing the atmosphere, 
unless he first obtains: 

(c) a Certificate of Test in accordance with the rules from an 
approved person, to the effect that: 

(i) the appropriate standard safety designation of the tanks 
or spaces into which the ore is to be loaded in or near 
which the hot work is to be carried out is, in accordance 
with the rules “Safe for Men — Safe for Hot Work”. 

(ii) the appropriate standard safety designation of every other 
tank or space on the vessel is, in accordance with the 
rules, “Safe for Men — Safe for Hot Work”; or “Not Safe 
for Men — Safe for External Hot Work Only”, and, 

(iii) every such other tank or space on the vessel has been 
inerted or filled with water; and, 

(d) in the case of hot work to be carried out as described in 
paragraph (b), the written approval of the Harbour Master. 
Penalty: $2,000. 

(3) The Harbour Master may exempt the Master of a vessel from the 

requirements of sub-Regulation (2) if he is satisfied that: 

(a) flammable liquid has not, or for the purposes of sub-Regulation 
(2) (b) flammable dangerous goods have not been carried in 
the tanks or spaces into which the ore is to be loaded or in or 
near which the hot work is to be carried out during the last 
3 voyages on which cargo has been carried in those tanks 
or spaces; and, 

(b) since flammable liquid was or, for the purposes of sub- 
Regulation (2) (b), flammable dangerous goods were last 
carried in the tanks or spaces they have been properly cleaned 
and ventilated and a certificate as described and to the effect 
described in sub-Regulation (2) (c) has been obtained from 
an approved person, and any such exemption may be given 
subject to the taking of such other precautions as are specified 
by the Harbour Master. 

An exemption under sub-Regulation (3) shall have effect according 

to its tenor. 

Application to the Harbour Master for an exemption under sub- 

Regulation (3) may be made in writing setting out a description of 

the cargo carried on each of the last 3 voyages and the dates on 

which they were loaded and the application shall be accompanied 

by a copy of the certificate referred to in sub-Regulation (3) (b) 

that the Harbour Master is satisfied is authentic. 


SHIPMASTER’S REPORT: February 1987 (Updated 1992). 
Vessel (LOA 339 m., breadth 55 m., d.w.t. 322,941 tonnes) berthed at 
Port Dampier, East Intercourse Island Ore Jetty in November 1992 for 
loading iron ore. The vessel was the largest to visit the port. 

Sailing draft calculation as follows: 


(4 
(5 


—_ — 


Depth in Channel 15.35 m. 
plus Tide 
minus 1.70 m. under keel clearance 


The pilot was transferred on arrival and departure by helicopter. 


AUTHORITY: Dampier Port Authority, P.O. Box 285, Dampier, Western 
Australia 6713. Tel: (091) 44 2222. Telex: 198230. FAX: (091) 44 2144. 
Contact: Captain G.F. Hammonds, Harbour Master. Captain S. James, 
Deputy Harbour Master. 

AGENT: Patrick Sleigh Shipping Agencies Pty.Ltd., 1937 Pyramid Road, 
Karratha, W.A. 6714, Australia (Postal address: P.O.Box 152, Karratha, 
W.A. 6714). Tel: (091) 44 4329. Telex: 198236 PATSLE. FAX: (091) 44 
4329. Seagram Code 6DPATSLE. 


DARWIN, N.T.: 12.28 S. 130.50 E. (See Plan) 


PORT LIMITS: A line between Charles Point and Lee Point defines the 
seaward limits of the port. 

DOCUMENTS: Vessels arriving at Darwin as their first Australian port 
will require the following documentation: 

2 Crew Lists, Form M & S 11. 

2 Passenger Lists, Forms M308, 309, 310. 

2 Port of Call Lists. 

1 Crew Personal Effects List, Form 5. 

2 Barber's and Ship's Stock, Form 5AA. 

1 Stores List, Form 42A. 

1 Animal Pets Aboard, Form QA4. 

Ship's Log. 
Last Port Clearance. 
Safety Certificates: Construction 
Equipment 
Load Line 
Radio 
International Oil Pollution Prevention 
Equipment (Tankers Only). 

Where possible, cargo manifests and stowage plans should be 
forwarded by airmail, ahead of the vessel to the local Agents. 

Enquiries regarding Customs Allowances should be directed to either 

the vessel's agent or to the Customs Officer at time of boarding. 
PILOTAGE: Darwin buoyage is IALA “System A”. Pilotage is 
compulsory for all craft exceeding 25 m. LOA unless a current Pilotage 
Exemption is held by the Master. 
Pilot Boats: Pilot boats are dark blue with the word ‘Pilot’ in white on 
either side. Decks and upperworks are yellow and white with red visibility 
patches. Both boats are fully seagoing and equipped with radio, radar, 
fire and salvage pumps, as well as equipment for treating oil pollution. 
Boarding: The usual pilot boarding point is 1 nautical mile N.W. of 
Channel Rock Buoy (No. 6). Pilot boarding arrangements must be 
according to the International Maritime Organisation Regulations. 

Vessels anne pilotage may anchor between 1 and 2 nautical miles 
N.W. of Channel Rock Buoy, in 25 m. of water, sand bottom and good 
holding ground. 

Special arrangements can be made for deep draft vessels, whereby 
the Pilot will board one mile Eastward of Charles Point Patches Buoy 
(No. 5) situated at Lat. 12° 20.4’ S., Long. 130° 40.5’ E. Vessels awaiting 
pilotage from Charles Point Patches Buoy may anchor 2 nautical miles 
North of the buoy, where there is not less than 20 m. of water and good 
holding ground. 

In the case of bad weather, the pilot boat will lead ahead to sheltered 
waters, using VHF-FM radio for communication. 

Also see “Radio”. 

Coastal Pilotage: Pilotage through Clarence Strait, to or from Torres 
Strait or Gulf of Carpentaria ports, is conducted by pilots of the 
Queensland Coastal Pilot Service Pty.Ltd. and the Queensland Coast 
and Torres Strait Pilot Service. See “Torres Strait” for details. 
ANCHORAGE: Masters familiar with the Port may be invited to proceed 
to the Quarantine Anchorage area, 0.3 to 0.5 of a nautical mile West of 
Quarantine Buo' (No. 10), situated at Lat. 12°28.6'S., 
Long. 130° 49.9’ E. The Quarantine Anchorage area offers good sand 
holding ground in not less than 15 m. of water. 

Also see “Health”. 

RESTRICTIONS: Tankers are only allowed to berth during daylight 
hours but may depart at night, subject to weather. 

MAX. SIZE: Ships up to 246 m. LOA and 12.83 m. draft have been 
accepted at Berth No. 1 by special arrangement, depending on tide 
conditions. 

HEALTH: Quarantine Reporting: A vessel approaching the Port and 
requiring pratique, should send a message to the Quarantine Office not 
more than 24 hours and not less than 12 hours before arrival, containing 
the following information: name of vessel, ETA, number of passengers, 
number of crew, number of passengers disembarking, and last port of 
departure and date. The message should also state whether or not there 
is any disease on board, whether or not livestock have been carried 
within the last 6 months, and whether or not there are any animals or 
birds on board at present. 

On arrival the health report should be given to the Quarantine Officer, 
2 copies being furnished on the prescribed form (Q360 Form A), one of 
which will be signed by the Quarantine Officer and returned to the 
Master. A Passenger List and Crew List together with a List of 
Passengers Disembarking including their permanent address within the 
country is also required. (Commonwealth Health Department — 
Quarantine Regulations — Part Ill: 18, 19, 20 and 21.) 

The telegraphic address of the Quarantine Department is “Quarantine 
Darwin Telex AA85658”’. 
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Health Clearance: The Quarantine Officer will clear vessels at all times, 
subject to the provision of suitable lighting during the hours of darkness. 
A gangway should be made available for the use of the Quarantine 
Officer. The appropriate day or night signal should be displayed until 
clearance is obtained. (By night — red over white lights.) Subject to 
receipt of a satisfactory message, wharfside clearance or radio pratique 
may be available on request. 
Quarantine Anchorage: The Quarantine Anchorage is 0.3 to 0.5 nautical 
miles West of Quarantine Buoy (No. 10). Vessels requiring to use the 
anchorage may be subject to pilotage. 
RADIO: Ships at sea should work Perth (VIP) or Sydney (VIS), these 
being the major West and East area stations. Darwin Radio (VID) should 
be worked as early as possible and full use made of Satcom and Fax. 
ETA: Notice of ETA and request for a Pilot must be made to the Harbour 
Master not less than 24 hours before anticipated arrival at Channel Rock 
Buoy (No. 6), situated at Lat. 12° 25.1’ S., Long. 130° 46.9’ E. 
Communications: Telex messages should be addressed to Fax: (089) 
811175 or (089) 412039. Telegraphic address is “Shipserv Norport”’. 

Confirmation of ETA is required at least 2 hours before arrival at 
Channel Rock Buoy. Such confirmation, or any amendment to ETA, 
should be made on VHF-FM Channel 16 (156.8 MHz) or the Port 
Working Frequency of VHF-FM Channel 10 (156.5 MHz). Both Channels 
are continuously monitored. 

VHF-FM Channel 16 is for calling and distress only; Channel 10 should 
be used for routine working. 

The standard Colregs signals may be used by vessels requiring a 
Pilot. 
VHF: Communication within the port is by VHF-FM radio using the 
following frequencies: 


Channel 16 — 156.800 MHz Distress and calling 


67 — 156.375 MHz Distress 
10 — 156.500 MHz General Port working and routine 
business 
12 — 156.600 MHz Tug working 
6 — 156.300 MHz _Intership 


Call sign is “Darwin Harbour’. 

Ships arriving off the port should make contact on Channel 16 and 
shift to Channel 10 for routine working. This can be done as part of 
“Notice of Arrival” which is required 4 hours before ETA Channel Rock 
Buoy. 


RADAR: A low power radar installation covers the commercial port area 
but is not part of the Traffic Management System. Both the pilot boats 
are radar equipped. 


TUGS: Coastal Tug and Barge Pty. Ltd. operate a tug of 1,300 kw and 
20 tonne bollard pull. The tug has fire fighting facilities onboard. 
Line Boats: Frances Bay Marine offer 2 small metal work boats for line 
handling and limited picket boat service. 
Launches: Launches up to 50 passenger capacity are available for 
services to vessels at anchor. 

Those and other vessels, including landing barges up to 20 tonne 
d.w.t., can be contacted through the Port Office. 


BERTHING: (See table below). 

No. 1 Berth (Iron Ore Wharf): No. 1 Berth is a dolphin type berth with 
a face length of 142 m. Two mooring dolphins are positioned 69 m. East 
and West of the berth, which can routinely accommodate vessels up to 
240 m. LOA and 11.5 m. draft. 

The berth is used mainly for the import of bulk petroleum products 
and acids, as well as the export of bulk ores and ore concentrates. In 
addition, No. 1 Berth can be utilised as a Ro/Ro berth for vessels with 
large starboard quarter ramps, such as first and second generation PAD 
and SCAN carriers. Bunker fuel up to 45 cSt is available by 15 cm. pipe- 
line. 

The wharf is equipped with a travelling belt loader, designed for ores 
and similar dry bulk cargoes. The loader has a transit distance of 140 m. 
along the wharf and an outreach of 14 m. beyond the fenders. The high 
water air-draft of the loading boom is 11 m. The loader is connected by 
travelling belt to the shore stockpile area, a distance of approximately 
450 m. Bulk cargoes can be loaded at a maximum gross rate of 
600 tonnes p.h. 

A variety of product lines are installed to handle petroleum and acid 


cargoes: Black oil 30 cm. 
White Oils 25 cm. 
Distillates 20 cm. 
Marine Diesel 15cm. 
LPG 10 cm. 


Sulphuric Acid 10 cm. 
Discharge rates up to 300 tonnes/p.h. (1,000 kPa) can be accepted 
on each of the main pipe-lines. 


Main Depth 
Berths Cargoes Alongside Length 
(m.) (m.) 
No. 1 Petroleum 12.0 142 
Livestock 
Mineral Ores 
No. 2 West Containers 12.0 150 
Dry Bulk 
Piped Cement/Lime 
No. 2 East Containers 12.0 150 
Dry Bulk 
No. 3 West General 9.0 146 
No. 3 East Dry Bulk 9.0 146 
General 
No. 4 West Fishing 4.5 140 
No. 4 East Fishing 4.5 140 
Fishermen's Wharf Fishing 4.0 200 


Height Max. Deck Width of 
above datum Loading Apron 
(m.) (Tonnes/sq.m.) (m.) 


Special 
Facilities 


10.4 3.0 12.0 Travelling Belt 
Loader, Ro-Ro 
9.5 oak 35.0 Container Crane, 
Ro-Ro 
Container Crane 
9.5 4.0 35.0 — 
10.6 2.8 12.2 —_ 
10.6 2.8 34.0 _— 
9.2 4.2 11.9 — 
9.2 4.2 9.0 _ 
8.5 1.0 21.0 — 
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No. 2 Berth West (New Fort Hill Wharf): No. 2 Berth West, 150 m. in 
length, was opened in 1981. 

Maximum deck loading is 2.5 tonnes/sq.m. and height of deck is 9.5 m. 
above datum. Minimum depth alongside is 12.0 m. Bunker fuel up to 
45 cSt is available by 20 cm. pipe-lines. The berth is fitted with pipe- 
lines for the discharge of bulk cement. 

Power: 3 outlets, 65 amp, 415 volt, 3 phase. 

Ro/Ro Facility: In 1982 the “Linkspan” Ro/Ro facility was installed at 
the Western end of No. 2 Berth, establishing the berth as the centre for 
Ro/Ro operations. 

The Ro/Ro facility consists of an extendable version of the “Linkspan” 
ship-to-shore semi-buoyant bridge 77 m. in length, connecting with a 
35 m.x42 m. pontoon and is workable at all tidal levels. 

The pontoon can be extended, retracted and ballasted, thus enabling 
Ro/Ro vessels of any size or type — side-loading, end-loading, quarter- 
loading (port or starboard) — to use the Port of Darwin. 

For example, when extended: 

The pontoon forms a corner berth for use by ships with their own 
ramps. Non-ramp ships can be loaded or discharged over extendable 
finger flaps. 

hips with port or starboard quarter ramps or stern ramps, lying port 
side to the wharf, can be handled with equal ease. Vehicles discharged 
over a starboard quarter ramp make a 125° turn on the pontoon to reach 
the end of the “Linkspan”, 

Large international Ro/Ro vessels, such as first and second 
generation PAD and SCAN carriers, can lie at the No. 1 Berth, working 
cargo over their starboard quarter ramps. 

When the pontoon is retracted, its outer end forms an extension of 
No. 2 Berth West. The facility can then be used for vessels like car 
carriers, with side doors or starboard shoulder ramps. 

No. 2 Berth East: No. 2 Berth East is a 150 m. extension to No. 2 Berth, 
giving a total wharf length of 300 m. 

Maximum deck loading is 4 tonnes/sq.m., enabling containers to be 
stacked 4 high and catering for forklift axle loads of 80 tonnes. Deck 
height above datum is 9.5 m., with minimum depth alongside 12.0 m. 

Both No. 2 Berths, West and East, are served by an I.H.1./ Sumitomo 
rail-mounted, single lift gantry container crane. The crane has a 
container handling capacity of 30 TEU per hour and a heavy lift capacity 
of 70 tonnes. A 10cu.m. grab is available for the handling of bulk 
cargoes. 

Power: 3 outlets, 65 amp, 415 volt, 3 phase. 

No. 3 Berths, West and East (Outer Stokes Hill Wharf): No. 3 Berths, 
West and East, comprise the outer side of a concrete decked, steel piled 
wharf with a 300 m. trestle approach. Total length of the two berths is 
292 m., with a least depth of 9m. Height above datum is 10.6 m. 
Permissible wheel loading for standard type vehicles is 6 tonnes, while 
maximum deck loadings are 2.8 tonnes/sq.m. with some local 
restrictions. 

Power: 6 outlets, 65 amp, 415 volt, 3 phase. 

Both berths are used mainly for general break bulk cargo, as well as 

by rig tenders, timber carriers, passenger ships, survey vessels and 
visiting naval craft. No. 3 Berth East, is also used for dry bulk imports, 
such as sulphur and clinker, which are landed by ship's grab. Bunker 
fuel up to 45 cSt is available by 12 cm. pipe-lines. 
No. 4 Berths, West and East (Inner Stokes Hill Wharf): These berths, 
on the inner side of Stokes Hill Wharf, are reserved for smaller vessels 
such as prawn trawlers, tugs and the like. Maximum length of vessel is 
restricted to 40 m. 

Total length of the berths is 280 m., with a least depth alongside of 
4.5m. Height above datum is 9.5 m., with maximum deck loading of 
2.2 tonnes/sq.m. Bunker fuel up to 45 cSt is available by 12 cm. pipe- 
lines. 

Power: 4 outlets, 65 amp, 415 volts, 3 phase. 


Fishermen's Whart: The facility has a concrete deck on steel piles with 
an overall length of 200 m. The least depth is 4 m., deck height is 9.5 m. 
above datum and deck loading is 1.0 ton/sq.m. 

Facilities include shore power at 415V., 3 phase, 65 amp and 
415 volts, 15 amp, single phase at 7 outlets, bunkers and fresh water. 
The wharf is designed as an assistance to the fishing industry and is 
situated adjacent to Darwin Ship Maintenance Services repair works, 
with its 400 ton synchrolift dock. Full cold and dry storage facilities are 
under construction. 


Darwin Fishing Harbour Mooring Basin: A fishing boat mooring haven 
with lock acess is now operational adjacent to Frances Bay Small Ships 
Facility. Max. LOA 35m. Draft 4.0m. Beam 15m. 85 berths are 
available with shore power, fresh water and sanitary facilities. 


Storage Facilities: One cargo shed suitable for the under-cover and 
secure storage of break bulk cargoes is located at No. 3 Berth West 
(Stokes Hill Wharf). Total floor area is approximately 1,750 sq.m. 

The port's two main cargo sheds are situated in the Container Depot, 
adjacent to Kitchener Drive. The sheds have a total floor space of 
approximately 7,000 sq.m. Used predominantly for container storage, 


the sheds are equipped with 60 power points for refrigerated containers. 


The Container Depot has an additional 18,000 sq.m. of open storage 
space, able to accommodate 600 TEU when double stacked. 

The first stage of the Darwin Container Terminal, immediately adjacent 
to No. 2 Berth West, was completed in May, 1983. Fitted with 64 power 
points for refrigerated containers, the Terminal is currently able to 
accommodate approximately 450 TEU when double stacked. 

CARGO HANDLING EQUIPMENT: An extensive range of cargo 
handling equipment is maintained by the Port Authority and the 
Stevedores. 

Fork lifts vary in lifting capacity from 2.5 tonnes to 27 tonnes. 

Mobile cranes of up to 16 tonnes lifting capacity are owned by the 
Port Authority. Larger mobile cranes of 70 tonnes can be hired locally. 

A variety of tractors and trailers (6.1 m. and 12.2 m.) are available as 
internal transfer vehicles and for ro/ro container operations. 
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Container Crane: No. 2 Berths, West and East (New Fort Hill Wharf) 
are equipped with an |.H.I./Sumitomo rail-mounted, single lift gantry 
container crane. 

The crane has a handling capacity of thirty 6.1 m. (or fifteen 12.2 m.) 
containers per hour and a heavy lift capacity of 70 tonnes at 50% 
outreach. It is equipped with a 10 cu.m. grab for bulk cargoes. 
Selected Data — Container Crane: 


Containers per hour 30 TEU 
Bulk capacity 10 cu.m. grab 
Capacity at 100% outreach 35 tonnes 
Capacity at 50% outreach 70 tonnes 
Outreach from fenders 32 m. 
Total outreach 35m 
Height to bottom of boom 30m 
Total height 50 m 
Total height (boom raised) 70 m. 
Total weight 850 tonnes 
Speed of travel on rails 27 m./min. 


BRIDGES: There are no bridges or other restrictions to prevent access 
to the Port by vessels of not more than 12 m. draft. Ships of greater 
draft may need await tide at Charles Point Patches. 
STEVEDORES: Working hours from 0800 — 2200 hrs. (2 shifts) Sundays 
to Fridays, extension to 2400 hrs. if vessel sails. Saturdays to 1200 hrs. 
with extension to 1500hrs. if vessel is sailing. Night shifts by 
arrangement. Weekend and Monday labour (including mooring gangs) 
must be ordered by 1300 hrs. Friday. Average rate on breakbulk general 
is 9 tonnes/p.h per gang. 
MEDICAL: Full hospital facilities available without prior notice. 
TANKERS: See “Restrictions” and “Berthing”. 
Precautions: Governed by Australian Ports Association standards. 
Copies of Port tanker rules are supplied on arrival and will be amplified 
by Pilots if necessary. 
DENSITY: The usual water density of 1025 may reduce to 1022 during 
the wet season owing to river run-off. 
FRESH WATER: Good quality potable water is available in unlimited 
quantities at all berths. Delivery rate is approximately 60 tonnes/p.h. per 
connection. 
FUEL: All grades of fuel up to 45 cST and lubricants are available. 
CONSULS: The following Consuls are located in Darwin: 
Honorary Consul for Belgium 
Mr. P. Barr, G.P.O. Box 2140, Darwin, N.T. 0801. 
Honorary Consul for Finland 
Mr. E. B. M. James, 16 Allen Street, Fannie Bay, N.T. 0820. 
Honorary Consul of France 
Vacant. 
Honorary Consul for Germany 
Mr. H. Maschke, P.O. Box 38995, Winnellie, N.T. 0821. 
Honorary Consul for Greece 
Mr. J. Anictomatis, c/o G.P.O.Box 48, Darwin, N.T. 0801. 
Consulate of Indonesia 
Dr. J. Halim, M.D., G.P.O.Box 1953, Darwin. 
Honorary Consul for Italy 
Vacant. 
Honorary Consul-General for Japan 
Mr. R. Morris, G.P.O.Box 1616, Darwin. 
Honorary Consul of Norway 
Mr. A. Furre, 18 Menmuir Street, Winnellie, N.T. 0821. 
Honorary Consul for Philippines 
Mr. R. Matthewson, P.O.Box 10, Berrimah. 
Honorary Consul for Portugal 
Mrs. M. Dos Anjos, 15 Colster Crescent, Wagaman, N.T. 0810. 
Honorary Consul of Sri Lanka 
Mr. V. Ranasinghe, P.O.Box 36955, Winnellie, N.T. 0820. 
Honorary Consul for Switzerland 
Mr. P. H. Fuchs, 46 Wells Street, Darwin. 
Honorary Consul for Sweden 
Mr. H. Bradley, G.P.O. Box 330, Darwin, N.T. 0801. 
REPAIRS: Routine maintenance and boilermaking assistance to light 
pode genres ey See There is no foundry in the Port. 
DRY DOCKS: A “Syncrolift” facility with S.W.L. 400 tons operates at 
Frances Bay (length 40 m., breadth 9 m., depth 4.0 m.). 
SURVEYORS: Representatives of most Cargo Surveyors and 
Classification Societies can be brought from interstate or overseas at 
short notice. Lloyd's Agent at the port represents most of the 
Classification Societies and both Commonwealth and N.T. Surveyors 
are appointed at the Port. 
GANGWAY/DECK WATCHMEN: Gangway watchmen are compulsory 
for tankers and are supplied by the Stevedores at union award rates. 
Hold watchmen are not necessary. Shed or gate watchmen may be 
required during the handling of hazardous cargoes. 
Gangways: Various shore gangways are available for hire from the 
Stevedores. 
OPENING/CLOSING HATCHES: Ship's hatches are usually handled 
by W.W.F. labour while the vessel is alongside. 
CUSTOMS ALLOWANCES: Australian Commonwealth Regulations 
apply. 

Customs Officers board all vessels upon arrival, with the exception of 
Intermediate Port vessels. For such vessels, Officers board Mondays to 
Fridays between 0800 hrs. and 1600 hrs. 

Prior notice of arrival is required, including details of passengers and 
crew leaving the vessel at Darwin. 

Requests for the services of Customs Officers should be made 
through the vessel's Agents. 

REPATRIATION: Scheduled aircraft connect with all Australian states 
several times daily. Direct overseas connections include Kuala Lumpur, 
Singapore, Bali and Brunei. All facilities exist for changes of crew and 
repatriation of seamen. 

AIRPORT: International connections possible. 

TIME: See “General” before first port. 


HOLIDAYS: Cargo is not worked on Christmas Day, Good Friday, Anzac 
Day or Picnic Day (first Monday in August). 

Gongs for mooring and unmooring vessels can be made available at 
all times. 
POLICE/AMBULANCE/FIRE: All emergency services are available 
through the Harbour Office. Automatic fire alarms are_ installed 
throughout the Port and alarms can be raised or emergencies reported 
on Channel 16 at any time. 


Police 27.8888 
Fire 41.0000 
Ambulance 27.9000 
Hospital 22.8888 


EMERGENCY CO-ORDINATION CENTRE: Any maritime emergency 
will initially be handled through the Harbour Office. The responsibility 
may eventually be transferred to another authority depending on the 
magnitude or complexity of the emergency. 

TELEPHONES: This service is available aboard ships at all berths by 
prior arrangement through the Agents. Standard rates apply. 
SERVICES: A Compass Adjuster is available in the port area. 
BANKS: No foreign bank branches exist in the Northern Territory but 
local banks represent most overseas finance houses. 

STORING: Vessels can be stored by truck or by launch if at anchor. 
Vehicles and boats may not approach tankers while working cargo. 
Forklifts and shore cranes can be used to assist stores loading. Local 
labour is available to assist storing. The usual Customs Regulations 
apply regarding drawback of duty or tax. 

SHORE LEAVE: When Immigration and Customs requirements have 
been satisfied, there are no restrictions on crew members’ shore leave. 
Identity cards or shore passes are not necessary. 

A Telephone Interpreter service is available by telephoning 82 2111 
at any time. Most major European and Asian languages are included. 
GARBAGE DISPOSAL: Drums (quarantine) and skips (non-quarantine) 
available alongside. Garbage no charge, extra bins A$ 103.90/bin. 
Quarantine waste less than 25 m. no charge. Vessel of 25 m. or more 
in length — A$ 45.00/day plus A$ 3.00 for each person on board for each 
day or part of a day, subject to a daily maximum of A$ 1,500.00. 
Tel: (089) 816701. 

WASTE OIL DISPOSAL: Tanker trucks available from contractor 
(6,000 litres). Contact: Hannons Pty. Ltd., Tel: (089) 819588. 
Fax: (089) 812564. 

SEAMAN’S CLUBS: Stella Maris. Tel: (089) 814092. 

CURRENCY: Australian Dollar. 

DELAYS: Berthing delays are very infrequent. Occasional labour 
pay develop when several general cargo vessels are working. 
GENERAL: 

Charts and Documents: Refer to: 

AUS 27, 28, 309 

Admiralty Pilot Vol V 

Admiralty List of Lights (Vol K) 

Admiralty Tide Tables (Pacific) 

Admiralty National Tide Tables (AHP11) 

Marine Information Manual Australia 

A copy of the Port Handbook and (in season) the Port Cyclone 
Procedures will be issued to Masters of arriving vessels. 

Restrictions and Regulations: Vessels must not immobilise main 
engines without permission from the Harbour Master. 

Tankers: Tankers will not be allowed to immobilise at any time of year 
while working cargo. Petroleum tankers and other carriers of hazardous 
liquid bulk cargoes will be issued on arrival with a copy of port 
“Procedures for Tankers”, which sets out in full the procedures to be 
carried out in case of fire, oil spill or other accident. Tankers are not 
berthed before sunrise or after sunset but can depart any time. 

Anchorage: Anchorage is prohibited in area between Emery Point, 
Mandorah and Bullocky Point, where high voltage power lines cross the 
harbour bottom. Anchorage is not advised in the foul area South of 
Channel Rock Buoy, which is obstructed with wartime wreckage. 

Cyclone Procedures: Darwin is within the Southern Zone of tropical 
revolving storms. The season extends from November to April and the 
Port and environs may be more or less affected at any time during that 
period. All vessels entering the port during the “Cyclone Season” are 
supplied with copies of the Port procedures which set out in detail the 
various stages of alert and warning, together with actions to be taken 
in the case of an approaching cyclone. Ships may be placed on short 
notice for sea and required to maintain themselves in seagoing condition 
at all times. 

Allocation of Berths: The allocation of berths is determined by the 
Harbour Master. 

Signals: The Port of Darwin adheres to the International Code of Signals 
and the International Rules for Prevention of Collision. 

Two special emergency sound signals are used in the Port. In the 
case of fire, the morse letter F (- - — -) should be continuously sounded 
on the ship's whistle or siren. In the case of oil spill or other pollution of 
the harbour waters, the morse letter P (- — — -) should be continuously 
sounded. 

Tides: Darwin is a standard port (No. 6323) and full predictions are given 
in the Australian National and Admiralty Tide Tables. Maximum range 
is 7.92 m., with a mean range of 3.72 m. Tidal streams at Springs may 
exceed 3 knots in channels and reach 3 knots at berths. 

Visibility: Visibility in the district is usually good but may be affected by 
dust during the “Dry Season” and humidity during the “Wet Season”. 
Fog is virtually unknown. During the “Wet Season” severe 
thundersqualls with heavy rain frequently occur. These are usually brief 
but gusts may reach 60 knots and the wind generally shifts through 360°. 
Vessels at anchor should veer a good scope of cable and have a second 
anchor ready for immediate use. 

Electricity: Shore power connections are installed at all berths 415 va, 
3 phase, 65 amp or 15 amp (see “Berthing”). 

Garbage Disposal: The dumping of garbage into port waters is strictly 
prohibited. 


AUSTRALIA 


Port Security: The Port Authority operates its own security service, 
staffed by Port Authority personnel. Patrols throughout the Port area 
take place around-the-clock. 

The Container Depot (adjacent to Kitchener Drive) and the Container 
Terminal (adjacent to No. 2 Berth, West) are enclosed by high security 
fences which are locked when the areas are not being worked. 

The storage sheds in the Container Depot are kept locked when not 
being worked as are the Transit sheds on Berth Nos. 3 and 4, when 
being used to store cargo. 

Requests for additional security for special cargoes should initially be 
addressed to the Port Authority. 

AUTHORITY: Darwin Port Authority, G.P.O.Box 390, Darwin, N.T. 0801. 

Tel: (089) 81 6701 (all hours). FAX; (089) 81 1175, (089) 412039. 

rales Captain J. Butler, Port Manager. Captain R.J. Wilson, Harbour 
aster. 


AGENT: Sub-agent of Patrick Sleigh Shipping Agencies Pty. Ltd., 
Sydney. 


DEVONPORT, Tasmania: 41.11 S. 146.22 E. 
(See Plan) 


PORT LIMITS: Within all waters that extend 3 miles seawards bounded 
on the Eastward by an imaginary line drawn 000° — 3 miles from the 
coastline and intersecting the most Easterly point of Wright Island and 
to the Westward by an imaginary line drawn 000° — 3 miles from the 
Western side of the entrance to the River Don. 

DOCUMENTS: See “Melbourne”. 

APPROACHES: Port situated 1 mile inside Mersey River, the entrance 
to which is sheltered by the Mersey Bluff on the West and by a 
breakwater on the East bank. There is an anchorage in vicinity of 
boarding ground, but it is inadvisable to remain at anchor during periods 
of strong on-shore winds. The Inner Harbour provides good all-weather 
shelter. There is a swinging basin which can accommodate vessels of 
length 200 m. or more, especially where tugs are used. 

PILOTAGE: Compulsory. 24 hour service for all vessels where Masters 
are not in possession of a valid Exemption Certificate. Pilots will board 
when required at a position within 400m. of a point Mersey Bluff 
Lighthouse bearing 242° by 1.93 km. 

Masters of vessels requiring the services of a Pilot are advised to 
radio the Harbour Master, Devonport, their ETA and vessel's arrival draft 
12 hours prior to arrival. 

ANCHORAGE: The quarantine anchorage is defined as to the North of 
a line running East and West through the Mersey Bluff Lighthouse. 
Vessels must lie clear of the fairway into the River. 
RESTRICTIONS: Approach channel 8.5m. LWOST. Tidal range is 
2.44 m. bc 3.20 m. Spring. Enquiries should be made for vessels 
exceeding 30 ft. (9.6 m.) draft and 600 ft. (180 m.) length. 
MAX. SIZE: LOA 200 m., max. draft 10.5 m. Also see “Restrictions”. 
TIDES: Lowest Recorded Tide Minus (—)0.48 m. 

Mean High Water Spring Tides 3.20 m. 


Mean High Water Neap Tides 2.62 m. 
Mean Low Water Neap Tides 0.59 m. 
Mean Low Water Spring Tides 0.33 m. 


HEALTH: Pratique is mandatory for all vessels arriving from overseas 
ports. Agents normally make necessary arrangements. 

VHF: 24 hour listening watch — Channel 16, switching to Channels 12 
and 67 as required. Call sign is “Devonport Harbour’. 

TUGS: Twin screw 2,250 b.h.p. (bollard pull 39 tonnes) plus smaller tug 
250 b.h.p. immediately available. Additional tugs, as required, available 
at reasonable notice. 


BERTHING: 

Berth No. 1 West: 

Operation: Bulk cement. 

Structure: Reinforced concrete decks on steel piles. One 


45 m. portion and 2 dolphin type sections of 32 m. 
and 37 m. lengths respectively, with 19 m. space 
between. 

150 m. (nominal — part of 289 m. total length of 
wharf). 

9.0 m. below M.L.W.S.T. 

5.46 m. above M.L.W.S.T. 

Four cement silos of 26,335 tons capacity owned 
by Goliath Portland Cement Co. stand directly 
behind the concrete portion of wharf deck. Bulk 
cement is transferred pneumatically from rail 
wagons to the silos and from the silos to ship. 
No. 4 Silo of 9,000 tons capacity under 


Length of Wharf: 


Dredged Depth: 
Whart Deck Level: 
Storage: 


construction. 
Wharf Cranes: None. 
Stern Ramp: Nil. 
Telephone: One plug available. 
Max. LOA: 180 m. 
Max. Beam: 31m. 
Load Rate: Bulk cement 1,200 tonnes/hr. 
Proposed Depth: 10.0 m. 


Berth No. 2 West: 


Operation: * Disused and awaiting re-development. 

Structure: Dismantled. 

Length of Wharf: 139 m. (nominal — part of 289 m. total length of 
wharf). 

Dredged Depth: 7.3 m. below M.L.W.S.T. 

Wharf Deck Level: 5.46 m. above M.L.W.S.T. 

Telephone: Plug not available. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Max Beam: 


205 m. 
37 m. 


* Note: This berth not commercially usable, awaiting project 


development to t's 


Proposed depth o' 
Berth No. 3 West: 
Operation: 


Structure: 


Length of Wharf: 
Dredged Depth: 


Wharf Deck Level: 


Storage: 


Wharf Cranes: 
Stern Ramp: 
Telephone: 
Reefer Points: 
Other Buildings: 


Railways: 


Max. LOA: 
Max. Beam: 


Berth No. 4 West: 
Operation: 
Structure: 

Whart Length: 
Dredged Depth: 


Whart Deck Level: 


Hardstanding: 
Storage: 


Weighbridge: 
Oil Pipelines: 


Railway: 


Stern Ramp: 
Telephone: 
Reefer Points: 
Other Buildings: 
Max. LOA: 
Max. Beam: 
Firefighting 
Capacity: 


Berth No. 5 West: 
Operation: 


Structure: 


Wharf Length: 
Dredged Depth: 


Wharf Deck Level: 


Storage: 
Other Buildings: 


Safety: 


Max. LOA: 
Max. Beam: 


Berth No. 1 East: 
Operation: 


Structure: 
Length of Whart: 


96 


lace with steel piled, re-inforced concrete deck. 
10.5 m. 


General user berth. General cargo and bulk 
tallow. 

Re-inforced concrete caisson construction, except 
for the Northern end 45 m. portion of re-inforced 
concrete deck supported by timber piles. Distance 
between wharf face and cargo shed 10 m. 

167 m. (nominal — part of 365 m. total length of 
wharf). 

7.5 m. below M.L.W.S.T. 

5.5m. above M.L.W.S.T. 

One shed 110 m. long x 24.7 m. wide x 7.2m. 
high. 

None. 

Nil. 

Two plugs available. 

None. 

Port Operations Centre manned 24 hours per 
day, and wharf labour amenities are located at 
the Northern end of the cargo shed. 

A single track siding runs parallel to the wharf 
behind the storage shed, 38 m. from the wharf 
face. 

205 m. 

37 m. 


General user berth. Oil products, bulk wheat, 
refrigerated, container, general cargo, livestock. 
Bulk tallow. Quarter ramp Ro/Ro. 

renee concrete deck supported by steel 
piles. 

198 m. (nominal — part of 365 m. total length of 
wharf). 

11.0 m. below M.L.W.S.T. 

5.67 m. above M.L.W.S.T. 

1.2 ha. South of cold store. 

A two storey cold store 49 m. long, 25 m. wide, 
with 3 capacity of 7,200 cu.m. is located on the 
wharf. 

Wheat silos with a capacity of 11,000 tons are 
located behind the wharf. Transfer of grain from 
ship to silo is via a belt conveyor in a tunnel 
below wharf level. Discharge rate 600 t.p.h. 
ere weighbridge with 60 tons capacity, 20 m. 
LOA. 


1200 mm. diameter white products oil line. 
1250 mm. diameter white products oil line and 
1250 mm. diameter black products oil line 
convey oil from tankers at the berth, through a 
hatch in the wharf deck, to tank farms 0.8 km. to 
the South. 
1150 mm. diameter bulk tallow line to storage 
tanks at rear of No. 5 West Berth. 
A two track siding runs parallel to the wharf face 
petiod the cold store. 

i. 
Two plugs available. 
6 portable at short notice. 
Nil. Wharf width in way of cold store 10 m. 
206 m. 
31m. 
Remote controlled fire fighting monitor on tower 
12.5 m. above H.W.L. F.W. type 6% AFFF. 
1,800 Its./min. delivery, at South East corner of 
cold store. 


Boral Gas Co.Pty.Ltd. LPG pipelines to storage 
facility. Livestock berth. 

Three re-inforced concrete dolphins and a re- 
inforced concrete tee-head are supported on steel 
piles and inter-connected by catwalks. The 
structure incorporates a single stock race for 
transfer of livestock from the small Bass Strait 
Island trading vessels. 

39 m. across tee-head. 

8.5 m. below M.L.W.S.T. 

4.5 m. above M.L.W.S.T. 

Boral Gas tank farm LPG 1,260 tonnes. Large 
cattle yards behind berth. 

Tasmanian tallows plant with 6 bulk tallow silos, 
total capacity 2,000 tons, situated behind wharf. 
150 mm. pipeline with loading rate 200 tons/hr. to 
No. 3 and No. 4 West Berths. 

Equipped with an extensive fire protection system, 
incorporating two tower mounted fog monitors and 
fixed spray heads. The few electrical fittings are 
“flame proof”. 

107 m. 

20 m. 


Leased and operated by the TT-Line for 
passenger and Ro-Ro freight ferry. 
Land-tied steel sheet pile wall wharf face. 
115 m. 


Dredged Depth: 
Wharf Deck Level: 
Hardstanding: 


Storage: 
Stern Ramp: 


Telephone: 


Reefer Outlets: 
Other Buildings: 


Max. LOA: 
Max. Beam: 


Berth No. 2 East: 
Operation: 


Structure: 
Length of Wharf: 


Dredged Depth: 
Wharf Deck Level: 
Hardstanding: 


Storage: 


Wharf Cranes: 
Stern Ramp: 


Telephone: 
Reefer Outlets: 
Other Buildings: 
Max. LOA: 
Max. Beam: 


Berth No. 3 East: 
Operation: 


Structure: 
Length of Wharf: 
Dredged Depth: 


Wharf Deck Level: 
Hardstanding: 
Storage: 

Wharf Crane: 


Load Rate: 
Stern Ramp: 
Telephone: 
Reefer Outlets: 
Max. LOA: 
Max. Beam: 


7.0 m. below M.L.W.S.T. 

4.57 m. above M.L.W.S.T. 

2.1 ha. of concrete and bituminous pavement 
suitable 43 tons axle loads. 

One transit shed 45 m. long x 19 m. wide x 
6.5 m. high. 

11.4 m. between kerbs, no height restrictions. 
Loads three lanes of 43 tons axle load forklift, or 
one 260 tons gross low loader. 

Ramp being upgraded to three lanes for “Abel 
Tasman” Ferry replacement. 

Plugs available at stern ramp and passenger 
gangway. 

For 88 containers. 

Two storey terminal building incorporating 
passenger facilities and labour amenities. 

0.6 ha. of parking space for passenger vehicles. 
Gatehouse: Two storeys 37 m. long, 5 m. wide. 
Quarantine Inspection shed. 

170 m. 

37 m. 


North end of berth (90 Mig erage: to ANL 
Searoad Ro-Ro service, ith end of berth 

(90 m.) general purpose berth. Commodities 
handled, Ro-Ro containers, general cargo. Bulk- 
salt, china clay, cement, clinker, gypsum, coal, 
livestock. 

24.4 m. wide re-inforced concrete deck on steel 
piles, land backed. 

180 m. fendered length (nominal — part of 298 m. 
total length of wharf). 

10.0 m. below M.L.W.S.T. 

4.5 m. above M.L.W.S.T. 

1.9 ha. in addition to wharf deck, cargo sheds 
43 tons axle load. 

One transit shed 67 m. long x 24 m. wide x 
pe high, with roller shutter side doors, open 
ends. 

In addition to hardstanding areas, there is 
appropriately 2 ha. of space available for bulk 
cargo storage. 

None. 

25 m. long, 23 m. between side rails. No height 
restrictions. Loads 6 tons/sq.m. uniform 
distribution. 35 tons forklifts and reach trucks. 
80 tons capacity 4 axle “Rolux” trailer units. 
Plug available. 

For 54 containers. 

Amenities and garage building (35 m. x 9 m.). 
206 m. 

31.7 m. 


General purpose berth. Commodities handled 
containers (ships gear). Quarter ramp Ro-Ro. 
General cargo, bulk salt, clay. 

Re-inforced concrete deck on steel piles, land fill 
behind access ramps only. 

118 m. (nominal — part of 298 m. total length of 
wharf). 

10.0 m. below M.L.W.S.T. for length of 180 m., 
i.e. to 60 m. South of No. 3 East fendered wharf. 
4.5 m. above M.L.W.S.T. 

0.7 ha. 

Nil. 

One travelling, slewing, class 3, capacity 25 tons 
at 32 m. radius, 30 tons at 25.9 m. radius. 
Maximum outreach beyond fender line 24.4 m. 
radius. Travel distance 122 m. Range of lift 18 m. 
above to 12 m. below wharf. 

Speeds: hoist 24 m./min., luff 18 m./min., slew 
1.4 rev./min., containers and a 4.6 cu.m. capacity 
electro-hydraulic grab are available. 

25 cycles/hour. 

Nil. 

2 wharf plugs. 

For 41 containers. 

206 m. 

31.7 m. 


All wharves are floodlit for night work and are under T.V. surveillance. 
Ample fresh water at a rate of 32 — 40 tonnes per hour available at a 
nominal charge. Three phase power, telephones and _ victualling 
available to all berths. Bunkering by road tankers only. Garbage disposal 
by arrangement. Other cranage available — floating crane 35 tonne 
capacity, 2 mobile cranes of 6.5 tonne and 4 tonne capacity, 2 large 
forklifts — capacities 20,321 kilos and 23,133 kilos and numerous small 


forklifts. 


BULK HANDLING FACILITIES: See “Berthing”. 
STEVEDORES: Agents for ships arrange stevedores. 

Wharf Labour Working Hours: Sunday — Friday: 0830 hrs. — 1530 hrs., 
1530 hrs. — 2230 hrs. and 2230 hrs. — 0530 hrs. 

Saturday: 0800 hrs. — 1500 hrs., 1500 hrs. — 2200 hrs. and 2200 hrs. 


— 0500 hrs. 


Ro-Ro Terminal: Continuous by arrangement. 


Bulk Cargoes: Continuous by arrange! 


ment. 


MEDICAL: An out-patients department of the local general hospital is 
available 2 km. from the port. Lie-in facilities are available at the hospital 
proper 8 km. from port. 


TANKERS: Berth No. 4 West: Discharge lines for black and white 
products. LPG handled at Berth No. 5 West. Also see “Berthing”. 
DENSITY: 1025. 

FRESH WATER: Available all wharves. 40 t.p.h. 

FUEL: Road tanker delivery only. 

REPAIRS: The Port Authority can carry out limited repairs. Fuller repairs 
can easily be arranged to be carried out by the numerous engineering 
firms in the vicinity of the port. Underwater diving service is available 
with facilities for photography, welding, survey and repairs. 
SURVEYORS: Cargo /nspectors: For Devonport, the appropriate Cargo 
Inspector would be R. M. Davies and Associates, Wynyard. Tel: (004) 
42 2435. 

Surveyors: There are no surveyors in the Devonport area but, Lloyd's 
Agents are readily available in Launceston, just over 1 hours’ drive way. 
CARGO GEAR: Australian Navigation (Loading and Unloading) 
Regulations apply. 

HOLIDAYS: Work all days except Christmas Day, Good Friday, Anzac 
Day, Labour Day, Picnic Day W.W.F. 

POLICE/AMBULANCE/FIRE: Fire 24-1886 (Other than alarm, 24- 
1887); Police 23-7511; Ambulance 24-5077. 

EMERGENCY CO-ORDINATION CENTRE(S): 

1. At Sea in Australian Waters: Under the AUSREP system which 
became effective from 1st April, 1982, all Australian and foreign vessels 
from arrival at first port until departure from the last port, must report at 
least once every 24 hours, a position report and destination, to the 
Australian Coastal Surveillance Centre, Canberra (A.C.S.C.), who are 
responsible for the Australian SAR area, the largest in the world covering 
one nineth of the earth’s surface. In the event of a report not being 
made, SAR operations will begin within 24 hours of a missed report. 
Although not mandatory until first port of arrival, foreign vessels would 
find it in their best interests to inform Canberra of their arrival in 
Australian waters and their departures therefrom. 

2. Alongside: In addition to the emergency numbers listed (Police/ 
Ambulance/Fire), there is a State Emergency Service responsible for 
major emergencies. In Devonport the Harbour Master is the local co- 
ordinator, but the service can be contacted direct on Burnie 31-3160 or 
31-4144. The service is manned 24 hours a day. 

AIRPORT: Devonport (Pardoe) Airport is situated approximately 8 km. 
from the port with approximately 6 flights per day each way to/from 
Melbourne (the services are reduced on Sundays). There are also intra- 
island services. Facilities at the airport are being increased and an 
increase in the intake of flights should follow. 

TIME: See “General” before first port. 

TELEPHONES: Available each berth. 

SERVICES: Shipwrights and carpenters available at 24 hours notice. 
Underwater diving services available. 

BANKS: There are no American or European banks in the area, 
although all the Australian banks are usually affiliated to one or other of 
the major banking houses. There has been a Commission Report (the 
Campbell Report), submitted to Federal Parliament recommending that 
foreign banks be allowed to trade in Australia, but as yet, the report has 
not been acted upon. 

The normal method of credit card usage is by Bankcard, issued by 
the Australian banks. These can be obtained outside Australia through 
the overseas branches of Australian banks, particularly those situated 
in London. Visa, American Express and Diners Club cards are also 
accepted by certain banks and establishments. Access usage is no 
longer permitted. 

STORING: Vessels are normally stored by truck and not barge. On all 
berths, except No. 2 West, trucks are able to proceed alongside a vessel. 
At No. 2 West, trucks can approach within about 30 metres. The same 
applies to fork lift tucks. The ship's Agents are normally responsible for 
arranging labour for storing. 
SHORE LEAVE: Once Customs and Immigration requirements have 
been met, there are no restrictions upon crews except those imposed 
by the Master and that they must have rejoined their ship by sailing 
time. For non-English speaking crews, there is a telephone interpreter 
service in the following languages: Chinese, Greek, Croatian, Serbian, 
Italian, Yea Polish and Vietnamese. 
GARBAGE DISPOSAL: Port collects ships garbage, $150 per service. 
Bins are provided for onboard ship and alongside. 
WASTE OIL DISPOSAL: Newmans Pumping Service — Burnie. Tel: 
(004) 314766. Collection possible at any berth, rates and conditions 
obtainable on application. 
SEAMAN’S CLUBS: No seaman’s club in operation at Devonport. 
CURRENCY: Australian Dollar. 
GENERAL: Ballast: Discharge of ballast water and sediment from ships 
as per Commonwealth Department of Primary Industry and Energy AQIS 
Notice No. 90/1. 
DEVELOPMENTS: Deepening and widening of the channel and basin 
by both hydraulic dredging and dry excavation is in progress, and should 
by December 1994 provide the following: 

(i) Entrance Channel and basin minimum depth M.L.W.S.T. 9.0 m. 

Entrance Channel and basin minimum depth M.H.W.S.T. 12.2 m. 

(ii) Swing basin diameter: 290 m. 

AUTHORITY: Port of Devonport Authority, 48 Formby Road, Devonport, 
7310 Tasmania. Postal Address: P.O.Box 478, Devonport, 7310 
Tasmania. Tel: (004) 249011. FAX: (004) 246418. Contact: Mr. R.J. 
Barnard, General Manager. Captain R. J. Thompson, Harbour Master. 


AGENT: See “Burnie”. 


AUSTRALIA 


EDEN (Twofold Bay), N.S.W.: 37.04 S. 149.55 E. 
(See Plan) 


PILOTAGE: Compulsory, boarding ground is 1.5 miles East of Lookout 
Point Lighthouse (position Lat. 37° 04.5’ S., Long. 149° 56.5’ E.). 
APPROACHES: Entrance depth into Twofold Bay is 36 m. Bottom sand. 
Tidal data: Higher HW 1.3 m., Lower HW 1.1 m. 

MAX. SIZE: Woodchip Berth can accommodate vessels up to 50,000 
g.r.t. 

VHF: Channels 16, 12, 72 and 8 available. 

TUGS: 1 tug of approximately 25 tonne bollard pull. 3x 12 m. work boats. 
BERTHING: 

Woodchip Loading Berth: “T" Head jetty with centre loading point 
located at Mungaroo Point. Berth consists of a pier, extending from the 
shore with a 6 point mooring buoy system. Berth can accommodate 
vessels up to 50,000 g.r.t. Loading rate 700t.p.h. Depth alongside 
12.5 m. 

Breakwater Wharf: Situated on Eastern side of Snug Cove inside 
breakwater. Fendered concrete wharf 105 m. long. Depth at inner end 
3.0 m. mid-point 6.0 m. and outer end 8.3 m. 

Multipurpose Jetty: Situated in the centre of Snug Cove, concrete 
decked steel pile jetty 200 m. long. Depth at outer end 7.0 m., which 
extends for 100 m. inshore. 

Mooring Jetty: Situated at the Western end of Snug Cove, concrete 
decked steel pile jetty 150 m. long, used only for fishing vessels. 
Private Jetty (H. J. Heinz): Situated at the cannery at Cattle Bay. Length 
145 m. Depth at outer end 5.2 m. 

STEVEDORES: By arrangement. 

TANKERS: Tankers moor to buoys South of the breakwater and 
discharge through a submarine pipeline to the shore. Max. length of 
vessel 180 m. Max. draft 10.3 m. 

FRESH WATER: Available at Breakwater Wharf and Multipurpose Jetty. 
FUEL: Distillate and diesel fuel available. 

REPAIRS: Slipways, and repair facilities for fishing craft only available. 
Minor repairs can be effected. 

DRY DOCKS: None. 

AIRPORT: Merimbula, 17.7 km., with daily flights to Sydney and 
Melbourne. 

HOLIDAYS: See “Sydney”. 

GENERAL: Access: By road only to berths. 

Navigation Information: Australian Pilot Vol. II, Sailing Directions N.S.W. 
Coast (10th Edition). Charts: AUS 806, AUS 191. 

Customs: Proclaimed First Port of Entry, Customs Tel. (064) 961667. 
Fax: (064) 963181. Documents as for Port Kembla. 

AUTHORITY: Illawarra Ports Authority, Port of Eden, Pilot Station, Eden, 
NSW 2551. Tel: (064) 961719. FAX: (064) 963024. Contact: Captain M. 
Saunders, Harbour Master. Tel: (064) 961719. 


AGENT: Sub-agent of Patrick Sleigh Shipping Agencies Pty. Ltd., 
Sydney. 


ESPERANCE, W.A.: 33.52 S. 121.53 E. (See Plan) 


DOCUMENTS: The following documents should be available for 
inspection: 

Ship's Papers, including the following Certificates: 

(a) Register. 

(b) Load Line. 

(c) Safety Equipment. 

(d) Safety Radio. 

(e) Safety Construction. 

(f) Australian Light Dues Receipt. 

(g) Articles of Agreement and Account of the Crew (or equivalent). 

(h) Western Australian “Port Bill’ — Tonnage Dues Receipt. 

Valid Derat or Exemption Certificate. 

Crew's Identity Documents. 

International Vaccination Certificates of all persons aboard. 
PILOTAGE: Pilotage is compulsory except where Exemption 
Certificates are held. Radio “Harbour Master — Esperance” 48 hours 
and 24 hours before arrival. VHF Channel 16 — pilot boat and base set. 
Base set not manned continuously but pilot boat may be contacted 
1 hour before arrival. Pilot boat painted white with black rubbing band 
and white centre house. Word “Pilot” painted on both sides of house. 
Pilot boards 1.5 miles N.E. of Gull Island. Pilot ladder and ancillary 
equipment must comply with international regulations. Lee to be 
provided against swell. 

It is more usual for vessels to approach from the Westward. In this 
case use may be made of either West or Causeway Channels. 
ps eke ey” Bical the Eastward is not recommended. 

ANCHORAGE: Vessels proceeding to anchorage should anchor in an 
E.N.E. direction from the Eastern extreme of the breakwater. Good 
holding is found in depths ranging from 14.5 m. — 27.5 m. However, 
plenty of cable should be veered and at least 6 shackles is 
recommended. In the most boisterous conditions vessels have held well 
with from 6 to 8 shackles out. However, the vessel should always be 
watched. A pilot ladder and not accommodation ladder is recommended 
for vessels at anchor due to the swell conditions which normally prevail 
at the anchorage. 

PRATIQUE: A Health Message is required at the First Port of Entry from 
overseas. This is to be despatched within the period 
12 hours and 24 hours prior arrival at the First Port of Entry, and to 
advise the following information: 

Name of vessel, and ETA. 

Last port of call. 

Date of departure. 

Number of crew on board. 

Number of passengers on board (if any). 

Confirmation that all on board have valid vaccinations and details of 

any sickness. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


MAX. SIZE: Max. departure displacement 50,000 tons. 
RADIO: Perth Radio, call sign VIP (continuous). 

Port VHF limited to Channels 6, 9, 12, 16 and 67. Call sign “Esperance 

Harbour’, range 70 miles. 

TUGS: One tug with 30 tonne bollard pull will be used. 

BERTHING: The Inner Harbour consists of one land-backed berth of 
244 m. (No. 1). A second berth of 213 m. in length adjoining the first is 
to the S.E. (No. 2). The depth in the approach Channel, manoeuvring 
area and alongside is 12.8 m. Maximum draft permitted is 11.5 m., 
pending maintenance dredging. On occasions it may be possible to 
exceed this draft but reference must be made to the Harbour Master 
before so doing, who may at his discretion permit an increase dependent 
on tide and prevailing weather conditions. 

At all berths shore coir and/or nylon springs may be used to 
supplement ships moorings. 

24 hour port but entry not generally carried out at night. 
STEVEDORES: Working hours: 0800 — 1700 hrs., 1800 — 2400 hrs., 
0000 — 0700 hrs. ETA to Agent by 1600 hrs. previous day for labour 
requirements Tuesday to Friday. For weekend requirements ETA to 
Agent by 1600 hrs. on Thursday. For Monday labour ETA to Agent by 
1600 hrs. Friday. 

MEDICAL: Advance notice not required. Normal 
hospitalisation available. 
TANKERS: Tankers berth at No. 2 Berth, Inner Harbour. 

Tanker discharge line 14 in. reduced to 8 in. at discharge manifold. 
fat, Sage era rate 465 tonnes per hour. 

DENSITY: 1026 — 1028. 

FRESH WATER: Available at all berths; one hose 40 t.p.h., two hoses 
70 t.p.h. charge, $1.30 per kilolitre. 

FUEL: Available by road tanker only. Advise Agent of grade and quantity 
at least one week before arrival. 

CONSULS: Nearest at Fremantle. 

REPAIRS: Welding, rewinds, under-water inspections. Large structural 
repairs not possible. 

DRY DOCKS: None. 

SURVEYORS: 

(1) Harbour Master acts as Cargo Inspector. 

(2) Harbour Master represents Lloyd's Register on request. 
OPENING/CLOSING HATCHES: Preferably handled by crew or as per 
charter party. 

GANGWAY/DECK WATCHMEN: Shore watchman is supplied at 
entrance to Tanker Berth in the case of tankers only. Shore watchmen 
are available if requested by vessel. It is more normal for ship to provide 
gangway watchmen from crew. Irrespective a gangway watchman must 
be on duty at all times at any berth. 

CARGO GEAR: Inner Harbour berths, one link belt bulk loader on each 
berth, for grain at No. 1 Berth and minerals at No. 2 Berth.. Rates 
achieved for commodities — grain 1,000 t.p.h., minerals 600 t.p.h. — 
2,000 t.p.h., phosphate and sulphur 100 t.p.h. per ship’s grab. 

Mobile Cranes: P. & H. Omega 20, 18 tonnes capacity and Cranvel 
8 tonnes capacity. 

Permanent sheep yards can be erected at No. 1 Berth with holding 
capacity of 11,500 head. Races and loading ramps available for both 
sheep and cattle. 

REPATRIATION: Facilities exist for repatriation of crews. 

AIRPORT: Feeder airline services connect with Perth and international 
flights. 13 flights per week in either direction. Airport is 25 km. from 
harbour area. 

TIME: See “General” before first port. 

POLICE/AMBULANCE/FIRE: Police 711900; Ambulance 000; Fire 
713000. 

EMERGENCY CO-ORDINATION CENTRE: Contact Port Authority. 
TELEPHONES: Available all berths. 

BANKS: Commonwealth Banking Corporation transacts business with 
all American and European banks. Postal address — P.O.Box 486, 
Esperance, 6450. 

STORING: See “Prelims”. 

(1) By truck. 

(2) Storing can be completed during loading or discharging. 

(3) Trucks can unload at ship's side. 

(4) Fork lifts can be operated. 

(5) Normal Customs procedures apply. 

(6) Storing usually completed by ship's crew although other labour 


may be used. 
SHIP SUPPLY SERVICE: Contact “Sealanes, Fremantie”. 

In the case of emergencies, arrangements have been made to fly in 
a helicopter on charter or on less urgent cases make use of the locally 
based tug. 
SHORE LEAVE: Crew allowed ashore provided Immigration Act 
complied with in relation to Identification Cards. 
GARBAGE DISPOSAL: Garbage services are provided — drums are 
placed on board the ship on arrival and are collected daily. Tel: (090) 
712 111. Charges per 24 hour period or part of: A$110.00-244.00, 
ayy number of crew. 
WASTE OIL DISPOSAL: Road tanker service available from local 
contractor J.T. O'Brien Sewerage Disposal. Tel: (090) 712 151 for costs 
and general information. 
SEAMAN’S CLUBS: Seafarers’ Centre, CNR Ring Road and Dempster 
Street, Esperance. Recreation room with pool table, table tennis, 
telephone, etc. Also local bus tours can be arranged. 
CURRENCY: Australian Dollar. 
IDENTIFICATION CARDS: See “Melbourne”. 
DELAYS: Not normally encountered. 
AUTHORITY: Esperance Port Authority, P.O.Box 35, Esperance, W.A. 
6450. Tel: (090) 71 2111. FAX: (090) 711312. Contact: C.A. Stewart, 
General Manager. After hours (090) 765039. Captain |.R. Harrod, 
Harbour Master. Te/ : (090) 712601. 
AGENT: Sub-agent of Patrick Sleigh Shipping Agencies Pty. Ltd., 
Fremantie. 


facilities and 
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EXMOUTH, W.A.: 22.20 S. 114.10 E. (See Plan) 


SHIPMASTER'S REPORT: October 1984 (Updated 1992). 
DOCUMENTS: 

2 copies Crew List, 2 on Form M.S. 11. 

1 copy Form 42A, Stores List (Ship's Bond). 

1 copy Form 5. Personal Effects Declaration. 

2 copies Form C & E 886. Dates and time of Departure from Overseas 

Ports of Loading. 
*2 copies Form 0360. Health Report. 1 copy retained by Master. 

Form 40. Application for Clearance. 

Form QA3. Quarantine Notice and Declaration. If animals on board 

as cargo. 

Form QA4. Quarantine Notice. 

Form QA5. Shipmaster’s Bond (Pink, Yellow). If ship's pets on board. 

Forms in respect of Colonial Light Dues (if applicable). 

“Forms obtained from Customs Boarding Officer on arrival. 

Customs Officials, etc. board at berth. 

PILOTAGE: Pilotage is not compulsory. Pilot boards 1 mile N.E. of jetty, 
from the line launch. 

ANCHORAGES: 1.5 miles N.E. of jetty. 

RESTRICTIONS: Berthing/sailing during daylight only. Berthing carried 
out at slack water. Berthing at Point Murat Pier is under the command 
of the Australian Deputy Commander, Royal Australian Navy at Exmouth 
and all enquiries should be directed to him. 

HEALTH: See “General” before first port. 

VHF: Port VHF system is as such non existent and consists of handheld 
portable sets of very limited range. However, the Naval Communication 
Station can be contacted on VHF Channel 16, call sign “Exmouth 
Control”, 24 hours a day. 

TUGS: None. 

BERTHING: Straightforward approach from sea on recommended track 
to Learmonth. Reasonably deep water and no navigational hazards in 
vicinity of track. 

Berth is a ‘T’ head jetty with a face 48.75 m. in length with mooring 
and breasting dolphins. Distance between outer dolphins is 320 m. 
Whart decking is 6.1 m. above datum with depth alongside 12.0 m. 
Berthing Operations: Berthing is usually starboard side to. Jetty is 
approached with bow slightly canted into berth and when approx. 100 m. 
off jetty, port anchor is let go to 1 shackle on deck and anchor dredged 
into berth. Forward slipline is sent away as soon as possible by mooring 
boat and when close enough, other lines sent by heaving line. It is 
essential to get either breastlines or springs ashore as soon as possible 
in order to hold vessel in position. 

It may be necessary, once vessel is held alongside berth to change 
some of the moorings, as it was on this occasion. Final moorings as follows: 
Forward: 

1 Slip line (effectively 2 headlines), and 1 Head line. 

2 Breast lines (from starboard shoulder to bollard on inshore side of 
jetty). 

2 Springs. 
wn addition port anchor on bottom, 1 shackle on deck. 

Aft: 

1 Stern line-slip line (effectively 2 stern lines) and 1 Stern line. 

2 Springs (from poop to North end of dolphin). 

2 Breast lines (from aft maindeck to bollard on inshore side of dolphin). 

A number of points arose from the mooring/unmooring operations: 

Firstly, | am of the opinion that the anchor should be dropped further 
from the jetty, in order to assist the unmooring due to absence of tugs. 
This would be no problem if an offshore wind could be guaranteed, but 
the wind is invariably onshore. Secondly, mooring gangs are slow in 
getting ropes to their destination which proved to be the biggest hazard. 

Care must be taken when mooring to ensure that the final ropes aft 
(in this case the springs) are on separate winches in order to clear the 
propeller as soon as possible — any delay when unmooring on an ebb 
tide could result in vessel drifting onto the aft isolated dolphin. The ideal 
time to unmoor would be on a flood tide and using the anchor to warp 
clear of the jetty. Unfortunately, things at sea are rarely done under ideal 
conditions, hence my comment regarding letting go the anchor sooner. 

The mooring points on the jetty are themselves far from ideal 
considering the strength of the ebb stream which can be compounded 
by a strong offshore breeze. Breast lines end up as very short, almost 
vertical leads, especially when light. In this case the vessel was partially 
ballasted prior to arrival, which somewhat alleviated this problem. 

However, having made all the bad points about the berth, | must add 
that the shore staff were very co-operative and a fast discharge is normal. 

Also see “Restrictions” and “Plan”. 

DISCHARGING: 1 line only. Permanent line on jetty connected to ship's 
manifold amidships with hoses. Shore line 300 mm.x1 km. Max. back 
pressure 150 p.s.i. High rate of discharge (up to 1,200 cu.m./hr. due 
empty shore tanks). 

No water clearance required after discharge as line rests in Gas Oil. 
Grades: As far as can be ascertained only Gas Oil delivered to Exmouth. 
BALLAST: No tank cleaning or dirty ballast facilities. 

DENSITY: 1025. 

FRESH WATER: Very limited quantities available in an emergency. 
FUEL: Very limited quantities of Gas Oil. 

REPAIRS: No facilities. 

GENERAL: No contact with receivers (U.S. Navy). Liaison is with a 
Royal Australian Navy Officer on secondment to U.S. Navy. 
immobilisation of Engines: Not recommended due to strength of current 
and poor mooring facilities. 

Stores, etc.: No laundry facilities. Very limited quantities of bread, milk, 
etc., available from local shops. Any large amounts of stores require to 
be ordered approx. 3 weeks in advance. 

AUTHORITY: Department of Defence, Naval Communications Station 
— Harold E. Holt, P.O.Box 20, Exmouth, W.A. 6707. Tel: (099) 49-1125/ 
1430. Contact: Officer in Charge — Prohibited Areas. 

AGENT: Sub-agent of Patrick Sleigh Shipping Agencies Pty. Ltd., Fremantle. 


FREMANTLE, W.A.: 32.03 S. 115.44 E. (See Plan) 


(A) FREMANTLE 
(B) KWINANA - Alcoa of Australia Ltd. 
(C) KWINAWA - BP Oil. 


(A) FREMANTLE 


DOCUMENTS: See “Melbourne”. Also Inward and Outward Manifests 
accordance Regulation Nos. 142 and 143 and schedule. These 
documents supplied by ship's Agents. 

APPROACHES: Channel leading from Gage Roads into Cockburn 
Sound presently 45 ft. (13.7 m.) deep, planned to be deepened to 55 ft. 
(17 m.) to take ships of 120,000 tonnes. 

PILOTAGE: Pilotage is compulsory in the Port of Fremantle, except for 
ships not exceeding 150 g.r.t., and for ships, the Masters of which hold 
operative Pilot Exemption Certificates. There are 2 pilot boarding 
grounds: the outer boarding ground which is situated 3.5 nautical miles 
N.E. of Bathurst Point, Rottnest Is., and the compulsory pilot boarding 
ground in Gage Roads to the Westward of Hall Bank Buoy, which is 
approximately 2 miles from the entrance to the Inner Harbour. 

Note: Pilotage is compulsory from the Outer Boarding Ground for ships 
drawing 11.0 m. or more. 

It is necessary for all vessels to give 48 hours and 24 hours notice by 
radio telegraphy of the expected time of arrival at Fairway Buoy, followed 
by a third notice, confirming or amending the previous notice, 2 hours 
ahead of the expected arrival time in that locality. 

Ships requiring a Pilot at the non-compulsory ground must include 
this requirement in their 24 hours Notice of Arrival. 

Two pilot vessels available, both painted international orange. Pilots 
may be contacted by VHF Channel 12. 

Usually pilot ladder is required on the port side for vessels inward and 
starboard side for vessels outward, even when the wind is in the East, 
unless Easterly wind is very strong as there is nearly always a West to 
N.W. swell. If in doubt call Port Signal Station on VHF Channel 12. 

Pilot does not board vessel at anchor. 

Pilot ladder to be 2 m. above sea level with manropes slightly shorter. 
Boat-rope not required. The ladder should be clean and conform with 
Regulation 17 of SOLAS. The vessel should be making 3 — 4 knots. 

SOLAS Regulations are strictly adhered to i.e. Single length of ladder, 
non-slip surface (Aluminium NOT acceptable), 12 in. spacing between 
steps, no more than 2 replacement steps, all ropes on ladder and 
manropes to be manila and not covered (nylon and polypropelene not 
acceptable), Regulation 17(a) part (Vil) and (VIII) very important, 
a responsible officer to standby and not a sailor. 

Pilots preference is a ladder. 

ANCHORAGES: Gage Roads, Owen Anchorage and Cockburn Sound. 


RESTRICTIONS: /nner Harbour: Approach channel from 600 m. 
seaward of North Mole dredged to 13.4 m., thence 13.2 m. to East end 
of Berth No. 2. Basin 13.0 m. and 11.0 m. 

Outer Harbour: Main approach channels dredged to minimum of 45 ft. 
(13.7 m.) below datum — secondary channels leading to Alumina 
Refinery Jetty and Steelworks Jetties dredged to minimum of 38 ft. 
(11.6 m.) below datum. 

MAX. SIZE: Draft limited by minimum under-keel clearance of 1.0 m. 

Outer Harbour: Up to 41 ft. 6 in. (12.65 m.) draft. 

Inner Harbour: At Berths No. 4, 5, 6, 7, 8 and 9, draft of 41 ft. (12.5 m.) 
is available; at all other berths up to 34 ft. 6 in. (10.5 m.) draft but with 
suitable tide and by special permission of Harbour Master up to 35 ft. 
(10.6 m.) draft. 

Tankers: The maximum ship draft acceptable at the BP Oil Refinery 
Jetty at Kwinana is 41 ft. 6 in., this being the maximum draft permitted 
in the approach channels. Also see Section (C). 

HEALTH: No restrictions except quarantine. Doctor not normally 
available between 2200 hrs. and 0600 hrs. See “Melbourne”. 

Port Quarantine Regulations: 

(a) The accommodation, galley and other areas must be free from 
cockroaches and rodents. 

(b) Garbage cans, either belonging to the ship or to Fremantle Port 
Authority, when used must be at all times covered with satisfactory tops. 

(c) Rat guards must be fitted to all lines and regularly checked 
including weekends where the Department of Health have increased 
their inspections. Where however, the vessel has been inspected by a 
Quarantine Officer and found to be free of rats, the Master is not required 
to fit rat guards. As per Quarantine (General) Regulations. 

It is also to be noted that regardless of the existence of current Derat 
or Derat Exemption Certificates, all vessels are inspected for rodents. 
RADIO: VIP Perth. 


VHF: Port Authority signal station manned 24 hours. Keeps watch 
principally on Channel 16, 14, 12, 8 and 6. Channels 14 and 6 are 
exclusively assigned to tug use. Channel 12 for ship/shore contact. 
TUGS: /nner Harbour: 3 available up to 4,800 h.p., join vessel in Gage 
Roads — extra charge if tugs line is used. 

Outer Harbour: 2 tugs are available. Tugs join ships approx. 2.5 miles 
from berths — extra charge if tug’s line is used. 

Emergency Response Vessel: The Port Authority maintains a fully 
equipped response vessel equipped as a fire tender. 

BERTHING: /nner Harbour: Victoria Quay — continuous quayage 
5,359 ft. (1,643 m.); 7 berths. 

North Quay — continuous quayage 1,787 m.; 10 berths. Container 
berths are Berths No. 4, 5, 6, 7, 8, 9, 11 and 12. 

In the Inner Harbour, all berths along Victoria Quay are dredged to a 
minimum of 36 ft. (11 m.) below datum. Along North fice Berths No. 1 
and 2— 11.0 m., Berth No. 3— 11.5 m., Berths No. 4, 5, 6, 7, 8 and 9 — 
13.0 m., Berths No. 10, 11 and 12 — 11.0 m. 


AUSTRALIA 


Outer Harbour: Alumina Refinery Jetty, length of berth 344™m., 
depth 38 ft. (11.6 m.). Steelworks Jetty No. 1, length of berth 195 m., 
depth 36 ft. (11.0 m.). Steelworks Jetty No. 2, length of berth 268 m., 
depth 40 ft. (12.2 m.). Oil Refinery Jetty, see “Tankers” below. Bulk 
Cargo Jetty, length of berth 480 m., depth 44 ft. (13.4 m.). 

A bulk grain jetty of 955 ft. (291 m.) and depth 55 ft. (16.8 m.) serves 
Co-operative Bulk Handling Ltd's grain terminal. 

The jetty is equipped with conveyors and ship loaders capable of 
handling bulk grain at the rate of 5,000 t.p.h. It will eventually be able 
to handle vessels up to 100,000 d.w.t. Max. sailing draft 41 ft. 06 in. 
CRANES: 3 ‘twin lift’ portainer cranes, 2 single lift container cranes, 
quay cranes of 7.5 tonne and 3 tonne capacity, mobile cranes of up to 
25 tonne capacity, and 80 tonne Gottwald heavy lift crane. 
STEVEDORES: Shipboard stevedoring by private contractor, usually 
arranged by ship’s Agent. ETA should include particulars of cargo, 
showing heavy lifts, dangerous or hazardous cargoes, hatch stowage, 

nok required, etc. 

EDICAL: Notice not necessary but advisable if treatment required. 
Full hospital facilities available. Cholera vaccinations essential if ship 
comes from affected areas. International certificates must be current. 
TANKERS: BP Oil Refinery Jetty: See Section (C). 

DENSITY: Salt 1025, generally at all tides. 
FRESH WATER: Available 24 hours a day, delivered by up to 8 hoses 
each of 50 tonnes/p.h. 

Note: Seasonally a water shortage in the Fremantle area may limit 
the amount of water which can be supplied to ships. 
yi Marine fuel (2 grades); Marine diesel. Notice 14 days then 

ours. 
FIRE PRECAUTIONS: Ship's watchman to be on duty. Ship heading 
out. Fenced off on land. Buoys 50 ft. (15 m.) out from ship marking 
prohibited area. 


CONSULS: 
Austria Germany Norway 
Belgium Guatemala Philippines 
Denmark Italy Portugal 
Finland Japan Sweden 
France Netherlands U.S.A 


REPAIRS: All types of deck and engine repairs possible. 
DRY DOCKS: Shiplifters: Jervois Bay 7,520 tonnes; Australia 
Shipbuilding Industry 2,600 tonnes and Swan Dock 1,100 tonnes. 
GANGWAY/DECK WATCHMAN: Watchman required — member of 
crew, or shore-based watchman available. 
OPENING/CLOSING HATCHES: By arrangement between ship's 
Agent and Stevedore. 
CERTIFICATES: Health; Derat; Load Line; Ship's Register; Articles. 
Also see “Melbourne”. 
CUSTOMS ALLOWANCES: According to local Customs Dept. 
CARGO GEAR: Strict surveillance of cargo handling gear by Common- 
wealth Government Dept. of Transport Australia. Also see “Melbourne”. 
REPATRIATION: Facilities exist for repatriation of crews. 
AIRPORT: 35 km. to Perth International Airport. 23km. to Perth 
Domestic Airport. 
TIME: See “General” before first port. 
HOLIDAYS: Extraordinary Holidays — Port Closed: Labour Day (1st 
Monday in March); Good Friday; Anzac Day (25th April); Union Picnic 
Day (celebrated on the first Tuesday in November); Christmas Day (25th 
December). 
Ordinary Holidays: New Year's Day (1st January); Australia Day 
(celebrated on a Monday late in January); Easter Monday; State 
Foundation Day (1st Monday in June); Boxing Day (26th December). 

On ordinary holidays waterside labour available to work ships in 
following categories: 

(a) Scheduled passenger ships. 

(b) Marine casualties. 

(c) Ships that can complete cargo handling operations prior to the 

next engagement of labour. 

POLICE/AMBULANCE/FIRE: 

Ambulance — 277 9999, 277 8899 or 000. 

Fire — 335 2201, 335 6262 or 000. 

Police — 430 5244 or 000. 

Port Security — 24 hours. 

Rockingham Fire Brigade — 527 1827. 
TELEPHONES: Telephones can be supplied to any vessel — installation 
time plus proportion of annual rental plus cost of calls. 
SERVICES: All special services available. 
SHIP SUPPLY SERVICES: Stirling Marine Services Pty. Ltd., P.O.Box 
892, Fremantle, W.A. 6160. Tel: (09) 3358444. Telex: AA92821 
Towboat. 
Services: Passenger launches for crew ferries, agents, providores to 
vessels at anchor in Gage Roads and Cockburn Sound. Stores lighters 
and fresh water up to 150 tonnes per trip. Draft survey, paint punts, lines 
running. 
Other Operators — Seaborne: 

Australian Offshore Services, 111 St. George’s Terrace, Perth, W.A. 


Brambles Manford, 191 St. George’s Terrace, Perth, W.A. 

Finbar International, 42 Magnet Road, Canningvale, WA. 6155. 

Tidewater Port Jackson Marine Pty. Ltd., 94a Murray Road, Bicton, 
W.A. 6157. 

Atlas Offshore, c/o TNT Australia Resource Development or Union- 
Bulkships Pty. Ltd., 17 Henry Street, Fremantle, W.A. 6160. 

Western Marine Service Co., 17 Mews Road, Fremantle, W.A. 6160. 
Other Operators — Airborne: 

Merifield Helicopters Pty. Ltd., 28 Broadway, Nedlands, W.A. 6009. 

Mayne Bristow Helicopters Pty. Ltd., Jandakot Airport, Jandakot. 

Jayrow Helicopters W.A. Pty. Ltd, 320 Great Eastern Highway, 
Redcliffe, W.A. 6104. 

Vowell Air Services (Helicopters) Pty. Ltd., Hope Road, Jandakot 
Airport, 6164. 


99 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Lloyd Helicopters Pty. Ltd., 64 Canning Highway, Victoria Park, 
W.A. 6100. 

Westcoast Helicopters Pty. Ltd, P.O.Box 108, Belmont, W.A. 6104. 
IDENTIFICATION CARDS: See “Melbourne”. 
GARBAGE DISPOSAL: It is a breach of the Quarantine Act and F.P.A. 
regulations to discharge garbage, etc. into F.P.A. waters. To comply 
with the Quarantine Act, all food refuse on board ship must be placed 
in vermin proof receptacles until disposed of either by dumping at sea 
well away from F.P.A. or other restricted areas, or by placing in the 200L 
capacity containers provided by the F.P.A. and disposed of by 
incineration. (Flammable liquids should not be included due to 
incineration). Contact: Fremantle Port Authority, Tel: (09) 4304911, 
Fax: (09) 3361391. 
WASTE OIL DISPOSAL: Service available using tanker trucks or 
barges. 
Tanker trucks: 

Apex Septics, 23A Felspar Road, Welshpool, W.A. 6106. Tel: (09) 
4583706. Fax: (09) 4532831. 

Cleanaway, Lot 24, Camboon Road, Malaga, W.A. 6062. Tel: (09) 
2492244. Fax: (09) 2491033. 

Liquid Salvage, 4 Kembla Way, Willetton, W.A. 6155. Tel: (09) 
4575955. Fax: (09) 3541240. 
Barges: 

Stirling Marine Services, 17 Mews Road, Fremantle. Tel: (09) 
3353286. Fax: (09) 3353282. 

Fremantle Launch Service Pty. Ltd., 2 Doepel Street North, Fremantle. 
Tel/Fax: (09) 3351686. 

Contact the companies direct regarding prices as these are 
negotiated, also re shore tank capacities. 
SEAMAN’S CLUBS: Stella Maris Seafarers Centre, 14 Queen Victoria 
Street, Fremantle, W.A. 6162. Tel: (09) 3351958, 3356836. Fax: (09) 
33568385. Facilities include accommodation, mass, telephone, currency 
exchange, bar and restaurant, postage facilities, shop, pool, table tennis, 
book and magazines, TV. 

The Flying Angel Club, 76 Queen Victoria Street, Fremantle, 
W.A. 6160. Tel: (09) 3355000. Fax: (09) 3361690. 
CURRENCY: Australian Dollar (A$). 
REGULATIONS: Normal port regulations. Special Regulations for 
tankers sete Boy Oil Refinery Jetties. 
DEVELOPMENTS: Dredging of Inner Harbour to 13.0 m. completed. 

Reconstruction of Berth No. 9 (Inner Harbour) to give 1,180 m. from 
Berth No. 4 completed. 
AUTHORITY: Fremantle Port Authority, 1 Cliff Street, Fremantle, 
Western Australia 6160, P.O.Box 95, Fremantie, W.A. 6160. Te/: (09) 
430 4911. After hours (09) 430 4962. Telex: AA 95919. FAX: (09) 336 
1391. Cables: “Fremport’, Fremantle, W.A. Contact: Captain 
E. J. Atkinson, Harbour Master/Shipping Services Manager. 
Mrs. K. G. Sanderson, General Manager. 


AGENT: Patrick Sleigh Shipping Agencies Pty. Ltd., P.O.Box 656, 


10 Phillimore Street, Fremantle, W.A.6160. Tel. (09) 3356311. 
Telex: 92434 PATSLE. Fax: (09)430 6677. Seagram Code: 
6 FPATSLE. 


(B) KWINANA - Alcoa of Australia Ltd. 


The following information was produced by Alcoa of Australia Ltd. 
Also see Section (A). 


ALUMINA LOADING: 

BERTHING: Berthing and loading will be facilitated if the vessel arrives 

with sufficient ballast for navigation requirements and retains as much 

ballast as possible for as long as possible without delaying the loading. 
To aid the Pilot in lining up the vessel at the first hatch to be loaded 

it is necesary to advise the distance from the centre of the hatch to the 

front of the bridge. A pilot marker is then placed on the jetty. 

Mooring Arrangements and Shifting Ship: 

1. It is the vessel's responsibility to provide adequate mooring lines 
and to tend them properly whilst at the berth. A vessel with under 
strength or insufficient moorings will be considered unseaworthy. 
The quality of equipment and supervision shall be such that the 
ship is able to remain in the berth, in all normal weather 
conditions, without undue surging backwards and forwards or 
drifting off the wharf face. 

If, due to drift, it becomes apparent that the loading chute is 
endangered, loading will cease immediately. Time lost in such 
an event could be treated as a vessel delay. 

2. Normal moorings at Kwinana, would consist of 3 headlines, 3 
stern lines, a breastline at each end, a forward and an after spring. 
Vessels loading more than 25,000 tonnes or vay 5 or more 
hatches are required to put out a stern line to the swamped 
mooring shoreside. 

3. As the shiploader is of the fixed type, vessels are loaded by 
warping them backwards and forwards along the jetty so as to 
position the various hatches underneath the loading chute. If the 
ship is to be moved ahead, normally the sternlines and forward 
spring are slackened, whilst heaving on the headlines and the 
after spring. To move astern, the process is reversed and the line 
to the swamped mooring is used. 

4. The loader spout must be completely withdrawn and retracted to 
its “parked” position, and the gangway removed from the vessel's 
side prior to commencement of warping. 

It is imperative not to commence warping the vessel without visual 
contact and agreement with shore personnel to proceed. 

5. You will be advised 30 minutes before completion of each hold 
and we request your co-operation in providing your crew for 
vessel movements as promptly as possible. 


100 


6. The arrangement of mooring cells and bollards is such that even 
when shifting between adjacent hatches the breastlines typically 
change their angle by up to 60° relative to the fore and aft line of 
the ship, thus losing most of their effectiveness. It is usually 
necessary therefore to relocate the breastlines at each shift by 
carrying the ends along the wharf from cell to cell. In the case of 
long shift ship (e.g. from No. 2 to No. 7 hatch) it may also be 
necessary to move head or sternlines and springs, since they 
may become unsafe or ineffective through being too short or too 


long. 

7. IMPORTANT — SPRING LINES 
Unless care is exercised by the crew there is a tendency for the 
slackening spring to fall beneath the fender line and then snag 
— when being taken up. It can also “hold up” on the ship’s 
side. 

This can create an extremely hazardous situation when it frees 
and whips up the ship's side and beyond. 
In the event of a line snagging, it is absolutely imperative that no 
crew member look over the side to check the cause or be in an 
area that could be subject to the whip of the line when freed (see 
“Plan”). It is suggested that the possible snagging be checked 
from the comparative safety of the wing of the bridge and the 
crew liaise with the Shore Supervisor regarding clearing the snag. 
To minimise the possibility of springs fouling the underside of the 
dock fenders it is strongly recommended that: 
(i) A messenger line attached to a “D"” shackle be used on the 
slackening spring to keep the spring alongside the ship and 
above the fender line. 
(ii) The spring should not be slackened excessively. 

8. Because of the frequency of shifting, the ship's crew will be on 
almost continuous standby. No matter how experienced the crew, 
tiredness may affect their ability and judgement. 

Normal seagoing practice dictates the responsibility of loading to 

the Chief Officer. At this berth he should be given sufficient 

support to ensure that he is not unduly fatigued. It will also help 

if the number of moves between hatches is kept to the minimum 

compatible with the vessel's strength and design limitations. 
Line Priorities: Many ships are not fitted with sufficient self-tensioning 
or self-stowing mooring winches to be able to work all mooring ropes 
direct from the winch drums. Where only 2 or 3 such winches are fitted, 
it is important that they be used to the best advantage. We recommend 
that the following priorities be observed: 

1. Forward 

(a) Two head lines, for warping ship ahead. (May be turned up 
on windlass warping drums). 
(b) For'd spring — for warping astern. 
(c) Breast line — for holding alongside. 
(<) Third head line, extra breast lines, etc. 
2. A 
(a) Two stern lines, for warping astern. 
(b) Line to swamped mooring — for warping astern. 
(c) After spring — for warping ahead. 
(d) After breast line — for holding alongside. 
(e) Third stern line, extra breast line, etc. 

3. Where a breast line cannot be secured directly to a winch or 

warping drum, a second breast line should be provided. 
Cleanliness/Draft Survey: Prior to loading, the vessel's holds and hatch 
covers will be inspected by an Independent Surveyor engaged by Alcoa 
or the Consignor. 

This Surveyor will also conduct a Draft Survey in conjunction with the 
Chief Officer. 

Shipping Foreman: Alcoa's Shipping Foreman supervises the loading 
of the vessel and will liaise with the Chief Officer. Hatch stowages and 
order of loading should be advised to the Foreman prior to 
commencement of loading. 

Pollution: We are obliged by Fremantle Port Authority Regulations to 
report any pollution caused by vessels at our berth. 

GENERAL: 

Jetty Approach: The Alcoa Jetty is located on the East side of Cockburn 
Sound and is approached from Gage Roads via the Success, Parmelia, 
Stirling and Calista Channels. 

Vessels in ballast and subject to weather and draft limitations may as 
an alternative use the Woodman, Jervoise and Medina Channels within 
Cockburn Sound, 

Alumina loaders berth on the Northern side of the jetty, 
port side. Loaded Caustic Tankers berth on the Souther side, starboard 


side to. 
Max. Draft 
Fremantle Approach — Gage Roads 13.10 m. 
Cockburn Approach — Parmelia and Success Channels 12.65 m. 
Alcoa Kwinana — Jetty Approach 
Northern — Woodman, Jervoise and Medina Channels 8.53 m. 
Southern — Sterling & Calista Channels 11.00 m. 
Anchorage — Gage Roads on sand 
Cockburn Sound on clay 16.45 m. 


Refer Chart AUS.117 for detail. 

Facilities, Supervision and Manning: The berth consists of 8 cells, each 
18.9 m. in diameter spanning 335.3 m. No. 1 Cell is 152.4 m. from the 
shore. No. 8 Cell is 487.7 m. from shore. 

There is a maximum of 12.2 m. depth of water alongside the jetty and 
vessels are restricted to a maximum of 11.00 m. 

The jetty runs due West from the Plant site. Loading vessels will berth 
port side to, heading West and discharging vessels berth starboard 
side to. 

The loading berth is fitted with line haul winches, guides, bollards, 
quick release hooks and cleats to assist in line-handling operations. 
There is also a heavy line astern to “swamped mooring”, to which the 
ship's line can be attached to assist between hold moves. This heavy 
line should be let go upon completion of loading to enable Alcoa staff 
to recover it before Pilot arrives. 


All line handling on the jetty is carried out exclusively by Alcoa staff 
and ship's crew are prohibited from handling lines on the jetty. 

A remote controlled gangway is situated on Cell 4 adjacent to the 
“loader”. 

The loader operator controls the gangway and will put it in position in 
response to the call button either from the ship for those wishing to go 
ashore or at the foot of the gangway for those boarding. Signs indicate 
location and operation of call device. However, discharging vessels on 
the South side must provide their own access. A safety net is required 
under the gangway which must be provided and fitted by the vessel. 
(Refer Navigation ‘Miscellaneous Equipment’ Regulations). 

Dock Access Restrictions: Due to the construction of the jetty which 
provides limited access for vehicles, it is necessary to restrict traffic to 
ensure maximum access for emergency vehicles. 

The overall control of movements at the jetty is strictly under the 
direction and control of the Alcoa Foreman who liaises with Security 
Staff on personnel and vehicle access. 

Directions given by Alcoa shipping and security staff must be complied 
with immediately. 

Access to the jetty by personnel and vehicles will be restricted where 
the access of emergency vehicles or safety is jeopardised. 

Access to the will be allowed at the discretion of Alcoa 
supervisory staff whose decision is final. 

(a) When the safety of personnel and vehicles is not endangered. 

(b) A vehicle is on lawful business providing services to Alcoa or to 

the vessel, i.e. provisions, laundry, lubricating oils, servicemen 
and emergency services, etc. 

(c) Company vehicles servicing equipment or transferring personnel. 

(d) Vehicles delivering baggage, large parcels, carrying persons 

requiring medical attention or Pilots and Masters to and from the 
vessel. 

(e) No hindrance to emergency vehicles will occur. 

(f) When a vehicle does not exceed 15 tonnes all up weight. 

(g) At the Master's request. 

Vehicles are not to remain on the jetty unattended for any reason, 
and must complete their business and be removed from the jetty 
promptly. Alcoa reserves the right to remove vehicles from the jetty 
without consulting the owner or driver, should the need arise and will 
accept no responsibility for accidental damage to the vehicle should this 
occur. Persons proceeding in an unsafe manner on the jetty will be fully 
responsible for any claims made due to their actions. 

No bunkering facilities are available on the dock, however a barge 
from Fremantle is available for the transfer of fuel oils, subject to weather 
conditions. 

Road tanker delivery of fuel oil is prohibited on the dock. 

Water is normally available at 50 tonnes per hour from connections 
on the dock. 

Provisions, laundry and engineering services have access to the 
vessel from the dock. 

The movement of flammable materials over Alcoa property is strictly 
controlled and permission must be sought from the Transportation 
Officer before any transfer to or from vessels at the berth. 

General Information: The jetty is 17 km. from Fremantle by road with no 
public transport services readily available. 

Alcoa Security Personnel will provide first aid for minor injuries and 
an ambulance is available at the plant for urgent transferring of patients 
to hospital, however, normal medical needs will be arranged by the 
Agent. 

There is a telephone in the jetty office. All local calls are free. This 
telephone also provides the facility for interstate or overseas calls but 
on a “reversed charges” basis only. 

Access to and from the jetty is normally by means of a remote 
controlled gate and it will be necessary to follow the instructions on the 
notice boards at the gates to gain entry or exit. 

Besides voice communications with the main Security Office there is 
remote control television surveillance of the whole dock area. 
LOADING: 

Description of Product: A fine white powder Al,O, - density 0.99 cu.m. 
(36 cu.ft.) per tonne. 

Stowage factor: 1.05 cu.m. per tonne in a bulk carrier. 

Transportable Moisture Limit (TML) 12% 

Average Moisture Content (this product) 0.40% 

Absorbs moisture, not to be loaded in heavy rain. Ils chemically inert 
and will not contaminate or damage other cargo except through dust 
effect alone. No inherent vice. 

Ship Loader — Dimensions, Loading Rate and Limitations: The non- 
traversable, lifting and slewing loader is located on the fourth cell, 
318.2 m. from the shore. 

The loader is an open spout feed type with a dust control box fitted 
on ee load chute and is fed by conveyor systems from storage bins 
ashore. 

NOTE: Vessel is required to move under its own power, to enable 
loader spout positioning over hold. Fullest co-operation of vessel's crew 
and officers is required to minimise non-loading time. 

The loader is capable of a maximum of 1,300 t.p.h. whilst loading and 
allowing for vessel movements, achieves an average overall loading 
rate of 750 t.p.h. from start to finish of loading, depending on vessel's 
configuration and hold capacities. 

All cargo is weighed continuously by a Weightometer, accurate to 
within 2.0%, which permits a record of hatch tonnages. However the 
Weightometer is a guide only and must not be relied on as total cargo 
loaded is determined by draft survey. 

The loader spout is capable of being raised and lowered and the 
supporting boom swings horizontally through approximately 20° West to 
15° East of North at maximum extension of boom. 

HW to underside of loader boom in operating position is 17 m. 

Fender face to vertical centre line of spout extended is 17.45 m. 

Fender face to vertical centre line of spout retracted is 7.85 m. 

Loader chute fully lowered is 7.32 m. below HW mark. 

Loader chute fully raised is 8.61 m. above HW mark. 
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HW is 3.66 m. below top of cell. 

Variation between HW and LW rarely exceeds 1.22 m. 

Loader boom must be fully retracted to raise and lower for vessel 
berthing and departure. 
Alumina Vessel Limitations: 


Length Overall 200.00 m. 
Breadth 30.00 m. 
Draft 11.00 m 


Height of hatch coaming (or any equipment in way of loader access) 
not to exceed 15.85 m. above waterline. 

Ship's beam; the distance from shell to inside of fore and aft coaming 
at centre hatches, not to exceed 7.92 m. 

Vessels with division in holds or centre line bulkheads unacceptable 
for loading at this facility. 

Projections outside main hull line must not exceed 0.5 m. 

All drains, hatch wells, bridges, etc., to be dry and sealed, vents to 
be closed before loading. 

Cargo to be protected against sweat, however not necessary to cover 
steel bulkheads. 

Recommended that winches and engine room skylights be covered 
to avoid dust nuisance. 

Vessels not fitted with easily closed hatch covers, should have hatch 
tents or tarpaulins prepared to quickly cover open holds during adverse 
weather. 

Hatch/Hold Cleaning: Holds must not be cleaned whilst vessels are 
secured at Alcoa Berths. 

Vessels whose holds have not been passed as suitable for loading 
alumina, must make arrangements to have those holds brought up to 
the required standard. As cleaning cannot take place at Alcoa berth, the 
vessel must move to a suitable berth within the port, for this purpose. 
Working Times: 7 days per week, 24 hours per day, however, we request 
that berthing and sailing movements avoid shift change times of 0630 — 
0730 hrs., 1430 — 1530 hrs. and 2230 — 2330 hrs. daily. 

Berthing and Sailing: Any time, subject to weather, Pilot and tug 
availability. 2 tugs are required for berthing. 

Vessels in excess of 10.20 m. draft and/or 185 m. in length overall 
require 1 tug for sailing. 

Vessels in excess of 11.00 m. draft require 2 tugs for sailing. 
Survey: Holds will be inspected for cleanliness by a qualified surveyor 
appointed by Alcoa or the Consignee prior to loading commencing. Holds 
must be free of all rust scale, residues of previous cargo, dry and swept 
as required for wheat cargo. Alcoa has no responsibility for vessel 
cleanliness. 

A qualified surveyor will also carry out full draft survey in conjunction 
with the Chief Officer. 

Documentation: On completion of loading, an Alcoa Officer will attend 
on board to complete all documentation. 

The vessel's Agent compiles the Notice of Readiness, Time Sheet/ 
Statement of Fact, Manifest and any supplementary documents required 
by Charterers and Owners. 

The details for the Timesheet/Statement of Fact will be taken from 
the shore log maintained by the Shipping Foreman. 

The Alcoa Officer compiles the Bills of Lading, Weight Certificates and 
provides details of times, hold quantities etc., for completion of required 
documents. 


CAUSTIC DISCHARGE: 

APPROACH & BERTHING: During daylight hours, vessels approach 
from Cockburn Sound via Southern Channels assisted by 2 tugs and 
Pilot, drop the port anchor in the vicinity of Cell 8, then move astern 
parallel to the jetty until the vessels's discharge manifold is in line with 
the South Side Alcoa discharge boom on Cell 3. 

The vessel is secured and Alcoa staff connect the discharge boom to 
the vessels’s discharge manifold. 

At present no gangway is provided by Aicoa and vessels must provide 
and rig suitable access. 

A safety net must be rigged by the vessel under the gangway that 
complies with the Navigation (Miscellaneous Equipment) Regulations. 
MAX. SIZE: Vesse/ Dimension Limitations: 

Maximum Length Overall 213 m. 

Maximum Breadth Not a limiting factor 

Maximum Draft 11.0 m. 

(But subject to an additional allowance for tides granted by FPA). 

If possible, tankers should ballast whilst discharging cargo, minimising 
height above water line to avoid damage to the metal discharge boom 
and to reduce time from completion until sailing. 

Due to the fendering system and cellular structure of the jetty, 

minimum limitations also apply but these affect only smaller tankers and 
each nomination is judged separately. 
DISCHARGING: Discharge Facilities — Dimensions and Capabilities: 
Articulated metal boom — single point discharge, 0.3 m. (12 in.) diameter 
pipe and ASA150 flange. Connected by 0.406 m. (16 in.) diameter pipe 
to surge tank at foot of jetty. 

Pumping head 12.192 m. (40 ft.) to top of surge tank. Surge tank 
335 m. from vessel's side. 

Maximum throughput not to exceed 2,000 tonnes per hour governed 
by the following limitations: 

(a)Discharge pressure not to exceed 1,241.06 kPa per sq.m. (180 p.s.i.). 
(b)Minimum operating pressure 662 kPa (96 p.s.i.). 

Survey: Upon arrival at the Company's berth, a Company-appointed 
surveyor will collect the loadport sample(s) from the vessel's Chief 
Officer and will take samples from each of the holds containing caustic 
soda for Kwinana discharge. The Surveyor will also perform an ullage 
survey on these holds and determine the quantity of caustic soda 
solution discharged. This quantity and analysis of the referred samples 
will be used to determine the 100% NaOH (DMT) quantity of caustic 
soda delivered. 

The Dry Tank Certificate will be signed by the Company's Surveyor 
upon satisfactory completion of discharge. 
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Description of Product: Sodium Hydroxide (NaOH) generally known as 
caustic soda or lye is a commercially important alkaline, shipped for 
Alcoa as approximately 50% NaOH aqueous solution. It has the 
appearance of water, is odourless and does not appear dangerous. 
However, it is one of the harshest chemicals and requires stringent 
safety precautions. It is especially corrosive to eyes and skin and this 
means that: 
Following eye contact, washing with water must commence within 
10 seconds if permanent injury is to be avoided. 
Following skin contact, washing with copious quantities of water 
should commence immediately, to prevent slow-healing chemical 
burns. (saponification). 
The wearing of adequate protective clothing and proper training of all 
personnel is extremely important. 

Waste disposal and clean up can be effected by flushing small 
quantities with water and by neutralising larger amounts with acid 
(preferably acetic acid). 

Waste disposal must conform with State and Federal Laws. 
Handling: Only necessary staff required to control pumping should be 
in the vicinity of caustic equipment whilst pumping is in progress. 

All persons should wear approved clothing, gloves, helmets, shoes 
and eye protection whilst handling equipment. 

If caustic comes in contact with skin or eyes, fresh water should be 
liberally applied and Alcoa security personnel contacted for assistance 
to enable the proper treatment to be given quickly. 

Documentation: Notice of Readiness and Time Sheet compiled by the 
vessel's Agent will be signed upon completion of discharge and prior to 
departure by Alcoa’s Representative. 

Working Times: 7 days per week, 24 hours per day, however, we request 
that berthing and sailing movements avoid shift change times of 
0630 — 0730 hrs., 1430 — 1530 hrs. and 2230 — 2230 hrs. daily. 
Berthing and Sailing: Anytime subject to weather, quarantine, Pilot and 
2 availability. 

OPERATOR: Alcoa of Australia Limited, P.O.Box 252, Applecross, W.A. 
6153. Tel: (09) 3165111. Telex: AA 93910. FAX: (09) 364 8920. 
Cables: Kwinalumin — Perth. Contact: Captain C. Ellis, Marine Manager. 


(C) KWINANA - BP Oil. 


The Marine Terminal facilities of BP Refinery (Kwinana) Pty. Ltd. are 
situated within the enclosed waters of Cockburn Sound of the Port of 
Fremantle. The Terminal operates a total of 3 jetties, handling a wide 
range of petroleum products for both import and export. 

Terminal Name: BP Refinery Kwinana Tanker Terminal. 

Charts: Australian No. 112, 117, 754. 

PILOTAGE: Pilotage is compulsory. Tankers with a draft of 11.0 m. or 
deeper embark the pilot outside Landfall Buoy in_ position 
Lat. 31° 57’ 18” S., Long. 115° 38’ 48” E., and the ship must not proceed 
beyond this area without a pilot in attendance. For tankers on a lesser 
draft, the pilot will board off Hallbank Beacon within Gage Roads. 
Pilotage is compulsory for all or any movements within port limits. 

Arriving tankers must give a 48 hour, 24 hour and 2 hour notice of 
arrival by radio to the Harbour Master, Fremantle. Telex No. 95919 
FREHM should be included in cable address. 

Arriving tankers must have the correct, up-dated charts and sailing 
directions for entry to the Port of Fremantle. 

ANCHORAGES: Gage Roads with depths to 16.5 m. on sand. 
ere Sound with depths to 18.3 m. on clay, well sheltered in all 
weathers. 
APPROACHES: Approaches to Berths: Least depths to 15.20 m. outer 
harbour approaches and deep water channel in Gage Roads. Access 
into Cockburn Sound is via Success and Parmelia Channels with least 
depth of water of 14.7 m., and bottom channel width of 152.4 m. 
Tides: The average rise and fall is 0.45m., maximum 1.5m. and 
minimum 0.15 m. 
RESTRICTIONS: None. However, deep draft tankers are controlled by 
Dynamic Wave and Tide Data, which create windows for entry and 
departure to the channel. 


MAX. SIZE: 
Berth Depth Max. Draft 
(m.) 
Jetty No. 1 14.7 Maximum draft is calculated by use of the 
Jetty No. 2 14.7 Dynamic Wave and Tide Data, and is agreed 
Jetty No. 3 14.7. with BP Australia prior to loading of vessel. 


Cargo Movements Facilities: 


No. of Receiving Tank 
Lines Base Height 

Product Available Size Above Sea Leve/ 
(mm.) (m.) 
Lube Oils 2 200 5.5 
Gas/Diesel Oils 2 300 55 
Fuel Oil 3 400 5.5 
Crude Oil 1 700 5.5 
2 400 5.5 
Kerosenes 3 300 55 
Motor Spirit 2 300 55 
Unleaded Motor Spirit 2 200 5.5 
Avgas 1 300 5.5 
TEL/CRS50O 1 100 5.5 
Ballast 1 350 5.5 
Bunkers-Gas Oil 1 200 5.5 
Fuel Oil 1 250 55 
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HEALTH: The “Approval to Berth” scheme is used if an inbound tanker 
submits the required information by radio to his Agents not more than 
24 hours and not less than 12 hours prior to arrival. 


VHF: Fremantle Port Control has Channels 6, 12, 14, 16 and 67. 
Kwinana Tanker Agency has Channels 8, 12, 14, 16 and 67. 


TUGS: Two tugs are stationed at Kwinana for the handling of tankers. 
Bollard pull capacities of these tugs are as follows: 
Challenger 56 tonnes 
Champion 51 tonnes 
Two steel workboats, 9.84 m. in length and 250 h.p., are available for 
running lines. Passenger capacity 6 persons. 
Wo ts can be contacted on VHF Channels 12 and 14. 


FRESH WATER: Available by pipeline to all Jetties, delivery rate about 
50 tonnes per hour per hose. Kwinana tugs can supply up to 100 tonnes 
of fresh water to ships at the anchorage. 


FUEL: Diesel oil is supplied via a 20 cm. shore line, and fuel oil via a 
25 cm. shore line, at about 200 tonnes per hour. Shore hoses of 15 cm. 
are used. 


TANKERS: Berths: A concrete steel piled shore arm extends Westerly 
for some 396 m., joining a 549 m. arm parallel to the shore, from which 
three “T” Head Jetty berths extend on the seaward side. Each “T" Head 
is 71.6 m. in length, with a distance between centres of 259.08 m. On 
each “T” Head there are 4x 100 ton capacity bollards. In addition, each 
berth has 3 bollards (North and South). Jetty No. 3 has 50 tonne mooring 
dolphins at each end of the “T” Head for the reception of tankers up to 
110,000 s.d.w.t. 

Jetties No. 1 and 2 are provided with Davits Flexes. Jetty No. 3 is 
provided with Modified Woodfield Flow Booms, with a maximum 
outreach of 12 m., and maximum height above low water of 18.20 m. 
Fremantle is Datum Zero. 

Jetties No. 1 and 2 have a 41 cm. crude discharge line with 20 cm. 
shore hoses. 

Jetty No. 3 has a 71 cm. crude discharge line with 4x30 cm. shore 
hoses. Crude oil can be received at the Terminal at up to 6,000 tonnes 
per hour. 

Depths: 

Jetty No. 1 14.7 m. at L.W.O.S.T. 

Jetty No. 2) 14.7 m. at L.W.O.S.T. 

Jetty No. 3 14.7 m. at L.W.O.S.T. 

Manning: Each Jetty is manned by a “Jetty Operator” when hoses are 
connected throughout the period the ship is alongside. A 24 hour 
continuous shift system is worked within the Terminal, with shift changes 
at 0700 hrs., 1500 hrs. and 2300 hrs. (local time). 

The Jetty Operator must always be contacted for any ship-shore 
cargo, ballast, slops or tank washing operations, and for any emergency 
that may arise. Similarly he will contact the ship prior to any shore-ship 
cargo/water/bunker movements. He will arrange hose connections, 
sampling and ullaging prior to departure, on arrival and at other times 
as necessary. The Head Operator will make visits to ensure compliance 
with Jetty Safety Regulations and Operating Procedures, and to assist 
in answering queries. 

The Area Supervisor (Shipping and Oil Movements) is the normal 
shore representative, and is responsible for all organisational and 
administrative duties in the Terminal area. He can be contacted via the 
Jetty Operator/Head Operator/Shift Supervisor Offsites, or by using the 
shore supplied telephone onboard the ship by dialling 419 0359 or 
419 0322. Area Supervisor (Shipping and Oil Movements) in attendance 
0800 hrs. to 1630 hrs., Monday to Friday. 

The Process Manager Offsites is the overall co-ordinator of the Tank 
Farm and Jetty activities and is not on shift. In normal day working hours, 
he can be contacted by telephoning 419 0238, and via the Shift 
Supervisor Offsites on 419 0569, or the Head Operator on 419 0322 out 
of hours. 

A Documentation Clerk will provide the ship with final Certificates of 
Quality/Bills of Lading and other documentation as necessary prior to 
departure. 

A Fremantle Port Authority representative will visit all ships from time 
to time to ensure compliance with Port Authority Regulations. He must 
be contacted in any emergency via the Jetty Operator. 

The ship’s Agent should be contacted for all matters, including those 
concerned with cargo movements. 

Standard Restrictions for Ship Discharge: 
Jetties No.1,2 and 3 
Max. Hose String 
Back Pressure 


Jetty No. 3 
Max. Flow Boom 
Back Pressure 


Finished Products 1,035 kPa _ 
Deballasting/Tank Washing 1,035 kPa _ 
Crude/Fuels 1,380 kPa 
Line Length to Tanks from Average 
Jetty Jetty Jetty Receiving 
Loading Rate No.1 No. 2 No. 3 Rate 
(t.p.h.) (m.) (m.) (m.) (t.p.h.) 
200 each 450 _ 
600 each 900 1,150 1,400 _ 
700 each 900 1,150 1,400 _ 
_ Not available Not available 1,550 _ 
a 1,050 1,300 1,550 — 
550 each 1,400 1,650 1,900 _ 
600 each 1,400 1,650 1,900 - 
500 each 1,400 1,650 Not available — 
550 1,400 1,650 1,900 _ 
— Not available 1,800 Not available 67.5 
_ 1,280 1,530 1,730 900 
400 900 1,150 1,400 _ 
200 900 1,150 1,350 = 


SERVICES: 
Providoring: Ship's stores can be delivered to ship by craft. Shore labour 
is provided to deliver stores from the craft, but ship's crew must be used 
to take delivery of stores onboard. The craft will come alongside, subject 
to suitable weather, on arrival or as otherwise required. Ship's derrick 
or stores crane to be rigged and ready to lift stores onboard at the 
required time. The craft cannot come alongside whilst ship is working 
cargo or ballasting, unless boat is aft of accommodation, when 
Fremantle Port Authority approval must be obtained. 
Launch Services: One larger launch with capacity for 30 passengers or 
5 tonnes X 6 cu.m. hold space for stores, etc., and is fitted with VHF 
Channel 12. 

Also see “Tugs”. 
TV Cassette Exchange Service: The Tanker Agency has an exchange 
service for Walport Video Cassettes. 
Other services: Fresh and dry stores are readily available at Kwinana 
with delivery as required. Prices are reasonable and quality excellent. 
Bond stores are readily available, but it is advisable for arriving ships to 
radio requirements ahead for weekend or public holiday arrivals. 

A laundry service, with pick-up and return within 24 hours, can be 


provided. 

All types of ship repairs, including engineering, electrical, 
shipwrighting, plumbing, etc., can be arranged. 

Radio, radar, gyro compass repairs can be arranged. 


A full supply of Australian and British Admiralty Charts can be provided 
locally. 

A full range of banking and postal service are available at the 
“Kwinana Hub” shopping complex, some 10 km. from the Refinery. 

Medical, dental, hospital and chemist facilities are all readily available 
in the local area. X-ray facilities are available at Rockingham and 
Fremantle Hospitals. 

Taxis are permitted to enter the Refinery area and pick-up or deliver 
to the Jetties. 

A telephone for local calls only is placed on board to facilitate ship's 
business. 

Ship's requirements of lubricating oil can be delivered in bulk at all 
Jetties. 
AUTHORITY: Fremantle Port Authority (See “Section (A)). 


GEELONG, Victoria: 38.09 S. 144.22 E. (See Plan) 


PORT LIMITS: A line in a 150.5° direction from a beacon 1.5 chains 
West of the Little River entrance intersecting with a line in a 
009° direction from the N.W. extremity of Sproat St., Portarlington. 
N.B. — This seaward limit passes 2 cables Eastward of No. 1 beacon 
Pt. Richards channel. 

DOCUMENTS: 

3 Crew Lists Form 3A and 3B. 

Store List Form 42A. 

Ports of Call Form. 

1 Form 2A — Ship's Passenger Report. 

1 Form 2B — Ship's Passenger Report. 

1 Form 5 Part 1 — Report of Arrival. 

1 Form 5 Part 2 — Goods in Crew Possession. 

1 Form 5 Part 3 — Return of Stores. 

1 Form QA 3 — Animal Cargo. 

1 Form QA 4 — Ship's Pets. 

2 Form QA 5 — Shipmaster's Bond. 

Request for Radio Pratique (Health Clearance). 

PILOTAGE: See “Melbourne”. Radio ETA to “Seapilots Melbourne” 
24 hours prior arrival advising deepest draft. Pilot station equipped with 
radio-telephone continuous watch on 2182 kHz., and VHF Channel 16. 
Pilots carry portable sets. 
ANCHORAGES: 
1. Quarantine. As directed. 
2. Explosives. 
(a) Outer: 088° from Pt. Wilson Beacon 3.52 miles. Circle 0.25 miles 
(463 m.) radius. Depth 9.7m. 
(b) Inner: 077° from Pt. Wilson Beacon 1.77 miles. Circle 0.15 miles 
(278 m.) radius. Depth 6.4 m. 
3. Vessels over 9.1 m. draft: outside No. 2 Beacon Pt. Richards and 
South of the line of prolongation of the Pt. Richards Channel. 
Least depth 12.5 m. 
4. Vessels over 8.4 m. draft: South of and within 1 mile of No. 16 Beacon 
Pt. Richards Channel. Least depth 9.1 m. 
5. Inner Harbour: As directed: 

Note: Vessels desiring launch communication with the shore will 
normally anchor South of the Hopetoun Channel. 

Masters of vessels are cautioned (a) that the bottom of the Inner 
Harbour is soft mud and is not good holding ground and (b) that vessels 
should not be immobilised unless with the express permission of the 
Harbour Master. Vessels at anchor should be adequately ballasted. 
RESTRICTIONS: The maximum draft for any vessel to navigate in port 
waters is 10.5 m. 

The movement of vessels in the channels with a draft of 10.0 m. or 
more will be regulated by the Harbour Master, and is subject to the 
actual tidal rise. 

Times for entering the channels and/or departing from the various 
pete for these vessels can be obtained from the Harbour Master's 
office. 


AUSTRALIA 


Night Navigation: Except for special vessels, all vessels over 200 m. 
LOA require daylight for navigation in the port, being defined as 
30 minutes before sunrise to 30 minutes after sunset, applicable from 
the entrance to the Wilson Spit Channel. 

Vessels in Ballast: For safe navigation, the ship's propeller should be 
immersed and the bow deep enough for adequate vision from the bridge, 
e.g. 170 m.—200 m. LOA and draft 4.5 m. forward and 7.0 m. aft. Tanker 
230 m. LOA, draft 5.5m. forward and 8.0m. aft. Containerships, 
Livestock Carriers, etc., must have adequate forward vision from the 
wheelhouse. 

MAX. SIZE: Tankers: 256 m. length with 10.5 m. draft. Other vessels: 
Enquiries should be made with regard to vessels over 200 m. length. 
Max. beam 45 m. 

HEALTH: An overseas vessel aera | the port requiring Pratique 
shall send a message to the Quarantine Officer not more than 24 hours 
and not less than 12 hours before arrival containing the following 
information: name of vessel, ETA, number of passengers, number of 
crew, number of passengers disembarking, port of departure and date, 
disease on board. 

By supplying by radio to Agent the answers to 9 questions on the 
request for Radio Pratique (Health Clearance) Form (see “General — 
Health” before first port), the vessel may be permitted to berth prior to 
the granting of Pratique. 

On arrival the health report shall be given to the Quarantine Officer, 
2 copies being furnished on the prescribed form, one of which will be 
Hy do by the Quarantine Officer and returned to the Master. 

RADIO: Coastal radio station for local messages “Radio Melbourne” 
VIM. The Port of Geelong Authority controls movement of traffic within 
the port and maintains a 24-hour watch. 

Communication is affected as follows: 

1. Telephone. Geelong 266252. 
2. Radio Telephone VHF F/M (International Channel). 
(i) Channel 16 156.8MHz. Calling (continuous watch). 
(ii) Channel 12 156.6 MHz. Working (continuous watch). 
(iii) Channel 8 156.4MHz. Pilots and Tugs. 
(iv) Channel 6 156.3 MHz. 1 on 

(v) Channel 67 156.375 MHz. Safety. 

These frequencies are the same as those operated by the pilot 

launches, Point Lonsdale Signal Station, Melbourne Harbour Control 
and all Port Phillip tugboats on commercial towage. 
TUGS: Vessels normally towed from Hopetoun Channel to berth, 
extended towage if required. Two twin-screw 40 tonnes bollard pull tugs 
stationed in Geelong throughout 24 hours. Use of tug’s line optional. 
Tugs equipped with VHF Channels 6, 8, 12 and 16. 


BERTHING: 
No. Length penw Use and facilities 
m.) m.) 
Cunningham Pier 4 328 9.7 Gen. cargo — cargo shed 137m. x 
15m. 
Bulk Grain Pier 2 201 11.0 Bulk grain export. Gantry extends 


154 m. of berth. 
Stern loading ramp for Roll-on/ 


Corio Quay South 1 1 183 9.7 
Roll-off. Rail access. 


Corio Quay North 1 1 183 11.0 Dry bulk load/discharge. Rate of 
loader 600 aay 
2 1 183 11.0 Rail access Four 6 t. Portal cranes. 


Gen. cargo shed 91 m. x 30.5 m. 


Corio Quay North 3 4 161 9.7 Gen. cargo shed 97.5 m. x 27 m. 


Lascelles Wharf 1 1 173 11.0 } Dry bulk cargo — Undercover storage 
i 1 173 11.0 J shed with 50,000 ton capacity and 
conveyor system to receive dry bulk 
cargoes at up to 3,000 t.p.h. 
3 1 275 11.0 
Refinery Pier 1 & 2 2 213 11.0 Petroleum products. 
3&4 2 275 11.0 Crude oil, chemicals 
and LPG export. 
Pt. Wilson 2 168 9.1. Dangerous cargo. Commonwealth 
Explosives Pier Government controlled. 
Pt. Henry 1 152 11.0 Bulk alumina and allied products. 


Unloading gantry. 
STEVEDORES: Labour ordering: Day labour must be ordered by 
1000 hrs. the preceding day. Twilight shift and midnight shift must be 
ordered by 1400 hrs. Saturday labour must be ordered by 0900 hrs. 
Friday, Sunday labour by 1100hrs. Friday (day and twilight shift), 
Sunday midnight before 1100 hrs., Friday. Monday labour is ordered at 
1000 hrs. Sunday. Special requirements exist for labour requirements 
on public holidays. 
MEDICAL: Comprehensive medical facilities available, including 459- 
bed Geelong Hospital. If vessel to be in port less than 24 hours it is 
advisable to radio Agent informing him of medical requirements prior to 
vessel's arrival. 
TANKERS: Refinery Pier. 4 berths, depth alongside 11m. Pumping 
platform 4.9m. above low water, wharf 3.7m. above low water. 
One-ton crane at each berth and accommodation ladder. 

No. 1 and 2 Berths: Pier 887 m. long, direction 315°, berth 213 m. 
approx., suitable for ships up to 180 m. LOA. Ships moor to 2 spring 
pony en 61 m. apart; pumping platform set back 1.7 m. from line of these 
dolphins. 

No. 3 and 4 Berths: A branch from the main pier, direction 330°, berth 

275 m. approx., suitable for ships up to 260 m. LOA. Ships lie alongside 
a concrete sprung berthing beam 73 m. in length. No. 4 Berth equipped 
with 4 rubber coned fenders, capstans and 90 tonnes S.W.L. mooring 
hooks for berthing large vessels. Distance between backspring bollards 
35 m. Hoses 8 in. — reduction from 10 in. available. 
Ballast: Tank Cleaning and Dirty Ballast Facilities: Line 12 in. Maximum 
quantity restricted by ullage in shore tank. Rate 900 t.p.h. Berths 1, 2, 
3 and 4. All ballast must be discharged via the shore reception facilities 
even though oil free. Severe penalties will be imposed by the Authorities 
for any infringement of harbour regulations. 

Geelong Port Authority takes a serious view of any form of oil pollution 
within the harbour, and Courts impose heavy penalties on offenders. 
Essential Master advises ship personnel before berthing of necessity 
for extreme care to ensure no oil spillage occurs. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Port Authority Circular: Mooring Ropes: In the light of new Tanker 
Terminal Safety requirements based on recent |.M.O. recommendations, 
some modification of the former stipulation regarding wire rope moorings 
may now be considered. Where backsprings are crossed on Refinery 
Berths 1 and 2, rope remains the preferred mooring. Otherwise where 
sliphooks are provided, wire moorings will be accepted, whereas they 
are not acceptable on bollards. 

Please ensure that tank vessels entering the port have either rope 
moorings, wires with rope tails, or that vessels with wire moorings are 
berthed in locations where the wire eyes are placed on sliphooks. 
DENSITY: Normally 1025, may decrease to 1023 after much rain, or 
increase to 1027 in Summer after prolonged dry spell. 

FRESH WATER: Available at all berths from shore hose at 40-50 t.p.h. 
FUEL: Marine fuel to 650 sec. and diesel fuel available Corio Quay 
North and Lascelles Wharf; all grades to 3,500 sec. available at Refinery 
Pier berth. 

FIRE PRECAUTIONS: Stringent restrictions against burning or welding 
on vessels carrying dangerous cargoes. Standard fire precautions. 
CONSULS: See “Melbourne”. 

REPAIRS: All services available. Most Melbourne repair and service 
firms will also undertake work in Geelong. 

DRY DOCKS: Rippleside Slipway: 1,000 tons on 47.85 m. B.P. and 
repair workshop. 

GANGWAY/WATCHMEN: Shore gangwayman compulsory. Penalty 
rates after hours. 

OPENING/CLOSING HATCHES: Crew or stevedores, to Master's 
requirements. It is normal to request bulk carriers to arrive at berth with 
all hatches open. 

CERTIFICATES: 

Derat Certificate (Health Requirement). 

Ship's Articles (British) (Customs requirement). 

Ship’s Register (Customs requirement). 

Load Line Certificate (Customs requirement). 

Safety Equipment Certificate (Customs requirement). 

Safety Radio Certificate (Customs requirement). 

Last Port Clearance (Customs requirement). 

CUSTOMS ALLOWANCES: 200 cigarettes or 250 gm. tobacco or 
40 cigars. Spirits: Any bottle opened not to exceed 1 litre. 

CARGO GEAR: Australian Navigation Act requirements. See 
“Melbourne”. 

REPATRIATION: Possible without difficulty. 

AIRPORT: Nearest major commercial airport is Tullamarine, 50 miles 
distant, from which there are frequent interstate and international flights. 
Airport accessible by road in about 1 hour 15 minutes (direct bus). 
TIME: See “General” before first port. 

HOLIDAYS: Closed holidays: Christmas Day; Waterside Workers’ 
Picnic Day; Labour Day; Good Friday; Anzac Day (Tanker operations 
excepted). Other holidays: Australia Day; Easter Monday; Queen's 
Birthday; Geelong Cup Day. 

POLICE/AMBULANCE/FIRE: Police 26 2800; Ambulance 22 2555; 
Fire 22 2333. 

TELEPHONE: Placed aboard on arrival; ship charged for calls and 
service. 

SERVICES: Cleaning, painting, fitting out, etc., fumigation. Good fresh 
stores available. 

SHORE LEAVE: No restrictions. 

IDENTIFICATION CARDS: See “Melbourne”. 

GARBAGE DISPOSAL: Service available through agent. Garbage 
collected from shore end of gangway. No drums or skips provided. 
A$ 255.00 per service charge. 

WASTE OIL DISPOSAL: By private contractor. free chon agent. 
SEAMAN’S CLUBS: Missions to Seamen, 7 The Esplanade, North 
Shore, Victoria 3214. Tel: (052) 786985. Facilities/Services: Shop, 
international telephone, church services, football matches, outings, 
ae facilities and mini-bus collection. 

A ORITY: Port of Geelong Authority, 65 Brougham Street, (P.O. Box 
344), Geelong, Victoria 3220. Tel: (052) 221644. Telex: AA38648. 
FAX: 052-216883. Contact: P.G. Morgan, C.E.O., Captain I.S. Edwards, 
Harbour Master. 


AGENT: Patrick Sleigh Shipping Agencies Pty. Ltd., P.O.Box 37, 
2 Moorabool Street, Geelong, Victoria 3220. Tel: (052) 22 1155. 
Telex: 32658 PATSLE. Fax: (052) 21 8119. Seagram Code: 3GPATSLE. 


GERALDTON, W.A.: 28.46 S. 114.36 E. (See Plan) 


PORT LIMITS: Inner Harbour includes all that area of water in Champion 
Bay bounded by a line drawn from Gregory Street, Geraldton, along the 
foreshore to a point due South of the Western extremity of the 
breakwater; thence along the breakwater to the Western extremity of 
the Eastern breakwater; thence S.E. to the foot of the said Gregory 
Street, and also including the Entrance Channel thereto. 

Outer Harbour includes all that area of water in Champion Bay and 

Geelvink Channel bounded by an imaginary line drawn from Point Moore 
lighthouse true West as far as Longitude 114° 30’ E. thence true North 
to the shore of the mainland about 2.75 nautical miles (North and West 
from Woolawar Gully), but excluding the waters of Geraldton Inner 
Harbour and the Entrance Channel thereto. 
ETA: “6GPA Harbour Master Geraldton” requires 48 hours and 24 hours 
notice prior arrival. The 24 hours message should be timed to be 
delivered before 1630 hrs. local time on the day before arrival so that 
arrangements can be finalised, when possible, in working hours. Please 
also indicate fore and aft draft in the 48 hours’ notice. Vessels with 
Facsimile facility may send these ETAs to Fax No. 099-640546. 
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Masters are advised for medical and or other emergencies; the 
Harbour Master should be contacted through Principal or Local Agents. 
Vessels arriving in ballast are requested to retain all clean ballast until 
after berthing. Discharging ballast before arriving may preclude berthing 
if strong wind conditions prevail. Vessel's ballast must comply with IMO/ 
MEPC/July 1991 Requirements. 
DOCUMENTS: Shipmaster's Bond QA 5, Departure Notice, 2 Crew 
Lists. Also see “Melbourne”. 
PILOTAGE: Compulsory. Pilot boards North and West of the Fairway 
Buoy (Lat. 28° 45.97’ S., Long. 114° 32.61' E.) 

All vessels are advised not to approach Eastward of the Fairway Buoy. 

Pilot ladder and accessories, including access to vessel, must comply 
in all respects with current IMO/SOLAS requirements. Failure to comply 
will incur delays. 

At NO time will mechanical pilot hoists be utilised due to swell 
conditions. 

ANCHORAGE: The anchorage for vessels off the Port of Geraldton is 
Westward of a North/South line drawn through the Fairway Buoys. 

Vessels must not anchor Eastward of the Fairway Buoy or within 

pe gen miles of the buoy. Anchorage holding ground is moderate 
jolding only. 
RESTRICTIONS: Swellis up to 5.0 m. in outer approaches. 

Movement of loaded vessels may be restricted by Harbour Master. 

Bluff Point Leads or Outer Channel: Depth of water 10 m., minimum 
width of channel 180 m. 

Curved Section of Channel: Depth of water 9.7 m. to 9.4 m. 

Inner Harbour Channel and Manoeuvring Area: 9.1m. Depth 

alongside Berths No. 2-5 is 9.4 m. All depths are at Port Datum, which 
is zero on the tide gauge. 
MAX. SIZE: Length 213 m.; Beam 30.4 m. Permissible drafts: 8.7 m. at 
LW — 9.1 m. at 0.8 m. of tide, 9.3 m. at 1.1 m. tide, provided swell at 
Waverider Buoy does not exceed 3m. Vessels wishing to load to 
maximums dependent on tide prevailing should contact Harbour Master 
before so doing. 

Vessels in excess of the above will be accepted at the discretion of 
the Harbour Master. Vessels up to 233 m. LOA and 32.3 m. beam have 
been handled. 

HEALTH: First Port of Entry, radio Australian Quarantine and Inspection 

Service not less than 12 hours prior to arrival advising state of health. 

Also see “General” — ‘Health” before first port. 

RADIO: VHF available for communications with Pilot. Channels 6, 9, 12 

and 16. Continuous watch not maintained. 

Moors: 2 x 30 tons bollard pull. Tugs used at discretion of Harbour 
aster. 

BERTHING: The wharf is divided into 4 berths numbered 1, 2, 3 and 4 

from East end. 

Berth No. 1 (Length 99 m.) has a transit shed with a 1,000 ton capacity, 
and an old shed which has been used for bulk storage of wheat and 
salt. The berth is used as a general purpose berth. 

Berth No. 2 (Length 203 m.) used for the discharge of bulk phosphate, 
sulphur and allied cargoes. Also for loading bulk cargo other than wheat. 
General cargo can also be handled. The berth has an unobstructed 
apron of 27.5 m. for almost the full length of berth. 

Berth No. 3 (Length 203 m.) mainly for loading of bulk grain. There 
are 2 loading gantries on the wharf each capable of loading wheat at 
the rate of 500 t.p.h. 

Berth No. 4 (Length 281 m.): It is possible to use No. 4 for general 
purposes, but a loading gantry and conveyor system at the berth is used 
for loading mineral sands. Max. rate 1,200 t.p.h. Air draft for loader is 
14.0 m. at zero tide. 

Berth No. 5 is situated to the N.W. of the main wharf and runs in a 
N.N.E. direction. The berth is 213 m. in length with mooring dolphins 
either end. The berth is used for general purposes and tanker discharge. 
CRANES: None. 

STEVEDORES: 35 men. Working hours 0800 — 1700, Monday — Friday. 
Extended shifts and evening shifts all days except Saturday. Midnight 
shifts available. 

FRESH WATER: At each berth at 25 t.p.h. 

FUEL: Light diesel oil at 80 t.p.h. 

FIRE PRECAUTIONS: Fire fighting unit available. 

REPAIRS: Engine and engineering repairs can be carried out. Arrange 
through Agents. 

GANGWAY/DECK WATCHMEN: Normally done by ships’ crew. 
OPENING/CLOSING HATCHES: Done by ships’ crew. 

CUSTOMS ALLOWANCES: Each crew member 200 cigarettes or 
40 cigars or 8 oz. tobacco and limited amounts spirits per man. 
CARGO GEAR: See “Melbourne”. 

REPATRIATION: Crew changes can be carried out with little difficulty. 
AIRPORT: Local airport 11 km. East of town. International — Perth, 
430 km. to the South. 

TIME: See “General” before first port (GMT plus 8 hours). 
HOLIDAYS: Christmas Day, Boxing Day, Easter, Labour Day, Anzac 
Day, Queen's Birthday, Foundation Day. 
POLICE/AMBULANCE/FIRE: Police 64 1511; Ambulance 64 1808; 
Fire 21 2222. 

TELEPHONES: Available at each berth (ordered through Agent). 
SERVICES: Compass adjustment, radio and radar repairs available. 
Contact Agents. 

BANKS: Commonwealth, Westpac, Rural & Industries, A.N.Z. Banking 
Group, National Australia Bank. 

STORING: See “Prelims”. 

. Stored by truck. 

. Not applicable. 

. Trucks allowed alongside. 

. Fork lifts allowed. 

. Storing of ships must abide by Customs Regulations. 

. Waterside workers would be employed to assist with storing if 
required. 

SHORE LEAVE: No restrictions. 


Ouhwn— 


IDENTIFICATION CARDS: Not required. 

GARBAGE DISPOSAL: A collection service is available. 100 litre 
portable plastic containers are provided for use on board. Contact: 
Geraldton Port Authority. Tel: (099) 640522. Charges: A$ 45.00 per 
service plus A$ 3.00 per crew member per day per service. Collection 
and dropping off clean bins daily from 0700 hrs. to 0800 hrs. 

WASTE OIL DISPOSAL: ‘Freemans Waste Disposal’. Tel: 
(099) 213415. Fax: (099) 214371. 2 tanker trucks of 9,000 litres each 
are available. Charges: A$1.81 per 100 litres. Service available at any 
berth. Disposal at Council tip site. 

SEAMAN’S CLUBS: Missions to Seamen, Marine Terrace, Geraldton. 
Tel: (099) 213272. Opening hours: 1900 — 2230. Club will close earlier 
if unattended. If service required during other hours please ring bell. 
Facilities: Chapel, international telephone calls, stamps, money 
exchange, refreshments, T.V. and video, library, snooker and table 
tennis, shop with souvenirs and toiletries. 

CURRENCY: Australian Dollar. 

DELAYS: All subject to weather conditions. 

GENERAL: Mineral Sands Loading: We would like to remind Owners 
of the very stringent hold cleanliness requirements for vessels loading 
mineral sands, particularly rutile and zircon. 

Owners will be aware that these sands are refined very high quality 

products and Surveyors require vessels to be completely free of all 
chemical residues, especially loose rust scale, before presenting for 
loading. Any work required must be done by shore labour, which is costly 
and time consuming. 
AUTHORITY: Geraldton Port Authority, G.P.O.Box 1856, Geraldton, 
Western Australia 6530. Tel: (099) 640522. FAX: (099) 640546. Contact: 
Captain L.W. Gault, Harbour Master (After hours Tel: 099-215192, 
Pager 016-981440). Captain B.J.White, Deputy Harbour Master (After 
hours Tel: 099-216626). 


AGENT: Patrick Sleigh Shipping Agencies Pty. Ltd., P.O.Box 67, 
10 Francis Street, Geraldton, W.A. 6530. Tel: (099) 216744, 216976. 
Telex: 91696 PATSLE. Fax: (099) 641924. Seagram Code: 6GPATSLE. 


GLADSTONE, Queensland: 23.51 S. 151.15 E. 
(See Plan) 


PORT LIMITS: Inside a line commencing at a point 1.5 miles North of 
East Point, Facing Island; thence to the outer extremity of Jenny Lind 
Bank, and thence by a line to Tiber Point. 

DOCUMENTS: See “Melbourne”. 

PILOTAGE: ETA’s may be sent through Brisbane or Rockhampton 
Radio Stations, not less than 24 hours before arrival, followed by 
amended advices where necessary as takes pilot launch 2 hours to 
reach Pilot Boarding Ground from town. Pilotage compulsory for all 
merchant ships. Pilot boards at the Fairway Buoy which is approx. 
28 km. West of Bustard Head. VHF Channel 16 may be used to contact 
pilot station, call sign “Gladstone Harbour Control”; 24 hour watch 
maintained. Pilot boat also has VHF. Pilot boat orange launch and 
displays usual signals. 

Boarding of Pilots may be possible by helicopter if vessel meets 

certain requirements. The decision will be made after radio 
communication with the vessel. 
Coastal and Reef Pilotage: Pilotage through the Inner Route of the Great 
Barrier Reef to Torres Strait is conducted by licensed pilots of the 
Queensland Coastal Pilot Service Pty.Ltd. and the Queensland Coast 
and Torres Strait Pilot Service. See “Torres Strait” for details. 

Masters are advised that pilotage in the Inner Route and at 
Hydrographers Passage is compulsory. Pilotage in the Great North East 
Channel is recommended by IMO. See “Torres Strait’. 
ANCHORAGE: Good anchorage inside Gatcombe Head about 7 cables 
South of Bushy Islet in 8 to 10 fathoms, sand and mud, North of Facing 
island Leads. 

RESTRICTIONS: The port is served by an entrance channel, some 
10 km. long, with a bottom width of 183m., dredged to 15.7 m. at 
LWOST. 

The max. allowable draft of a vessel passing through the channel is 
determined by the following formula: 

Allowable draft in metres = 15.7 m. + tide height —1.5 m./2.0 m.* 

*—1.5 m. (for vessels less than 85,000 d.w.t.); — 1.8 m. (for vessels 
of 85,000 d.w.t. to 200,000 d.w.t.) and — 2.0 m. (for vessels greater than 
200,000 d.w.t.). 

The max. daily tide height is 4.9 m. 

The min. daily tide height is 2.7 m. 

Tankers carrying petroleum products may enter during hours of 

darkness only at Harbour Master's discretion. 
MAX. SIZE: The Port can accommodate vessels of up to 16.4 m. draft 
on any day of the year. The maximum draft for entrance channels is 
dependent on tidal conditions. Length and breadth dependent upon 
wharf to which vessel is to proceed. 

Principal wharves are: 


Auckland Wharf No. 1 Depth 11.30 m. at LW 

a i No. 2 ¥ 11.30 m. " 

2 No. 3 z 11.30 m. . 
Barney Point eee 0.00 IN; sae 
South Trees East pase 2-BOIM: ae 

‘ iF West ‘Seria 80m. ero 
Clinton Coal Facility "  18.80m. ” 
Smelter Wharf 2 15.00'm: ~ 
Clinker Wharf 7 0-40'm: Fe 


AUSTRALIA 


HEALTH: A system of Radio Pratique has been adopted for vessels 
calling at Gladstone as a first port in Australia provided they are regular 
callers from disease free areas. 

All vessels requiring Pratique must radio answers to a series of 
ale regarding crew health, etc. to ship's Agents 24 hours prior to 
arrival. 

See “General — Health” before first port. 


RADIO: Radio messages passed to Agents via any coastal radio station. 
All shipping cables to Agents, etc., should be prefixed “Shipserv” to 
enable delivery destination outside ordinary postal hours if necessary. 


VHF: Shipping movements are controlled by VHF Radio, the base 
station being operated by the Harbour Master and his Staff. 


TUGS: 3 tugs are available for service at all times, with bollard pulls of 
46, 46, and 50 tonnes. A fourth tug is available when required. Tugs 
normally join vessel in vicinity of South Trees Point. Tug’s lines always 
peed when vessels are piloted. There is no extra charge for use of tug’s 
ines. 


MEDICAL: Dependent duration stay in port, prior notice for medical 
attention not required (other than notice of infectious diseases). Hospital 
facilities available. Current vaccination certificate for each member of 
crew required. 


BERTHING: Large vessels loading at all times normally swing and berth 
starboard side to, head to sea, on flood tide. Vessels discharging bauxite 
at South Trees Island Wharf, berth at periods of slack water (high or 
low). Vessels loading alumina at this wharf berth either on flood tide or 
slack water — never on ebb tide. 

Auckland Point Wharves: With total length of 640 m., there are 3 berths 
at Auckland Point, owned and operated by the Gladstone Port Authority. 

No. 1 Berth: Common user berth for export of bulk products (previously 
used for coal storage and export — now available for other bulk products). 
Bulk products are exported through through this berth over 2 bulk 
shiploaders each with a capacity of 800 tonnes/p.h. These loaders travel 
a distance of 142 m. along the wharf and are adjoined by 2 conveyors 
to the stockpile area. Depth of water at berth is 11.3 m. LWOST 

No. 2 Berth: This berth handles the export of grain (wheat, grain 
sorghum, oil seeds) from the rich grain growing areas of the Dawson/ 
Callide Valleys and the Central Highlands. Grain is stored in the 
eg Cone of silos and storage sheds. 

Total Port capacity for storage of grain is over 82,000 tonnes. Taken 
from the storage areas by conveyors, the grain is loaded onboard 
vessels by 2 mobile gantry shiploaders at a combined rate of 
1,600 tonnes/p.h. The berth depth is 11.3 m. LWOST. 

No. 3 Berth: Petroleum products imported through this berth are stored 
in the tank farms constructed by the major oil companies on reclaimed 
land adjacent to the berth. This vital fuel is then distributed throughout 
Central Queensland. Caustic soda, sulphuric acid and LPG are also 
imported over this wharf. General cargo and special heavy lift vessels 
also use this berth. The berth depth is 11.3 m. LWOST. 

Barney Point Wharf: This wharf with a total length of 205 m. is owned 
and operated by Thiess Dampier Mitsui Coal Pty. Ltd. Coal from the 
T.D.M. Mine at Moura and Thiess Brothers Mine at Blackwater is 
exported through this facility. Coal from the Moura Mine is carried 
180 km. to the port over the direct Gladstone to Moura railway line. The 
stockpile area has a capacity of 400,000 tonnes. Shiploading is done 
by a single 2,000 tonnes/p.h. mobile shiploader. The berth depth is 
15.0 m. LWOST. 

South Trees Wharf: Owned and operated by Queensland Alumina 
Limited, this facility handles all cargoes for the giant alumina refinery. 
Bauxite is imported from Weipa (in North Queensland) and alumina is 
exported to all parts of the world. The other components necessary for 
the alumina process — caustic soda and fuel oil are also imported over 
the wharf. 

Depth at the berth is 12.8 m. LWOST. 

Boyne Wharf: Constructed to serve the needs of the Gladstone 
aluminium smelter, the wharf is 250 m. long and will cater for vessels 
up to 60,000 tonne capacity. 

A causeway 710 m. long provides access to the wharf and to a sealed 
area (400 m. x 50 m.) for storage of aluminium billets. On the wharf is 
a 400 tonnes/p.h. mobile unloader to handle petroleum coke used in the 
smelting process. 

Depth at the berth is 15.0 m. LWOST. 

Fisherman's Landing Wharf: Most Northerly of the wharf centres, the 
wharf at Fisherman's Landing exports clinker from the Queensland 
Cement Limited’s Clinker Plant. The limestone is mined in the Mount 
Larcom area, crushed and pumped down to the plant in slurry form. 
After processing, the clinker is exported to Brisbane to be used in the 
manufacture of cement. Clinker will be loaded by a 2,000 tonnes/p.h. 
pivoting bulk shiploader. The shiploader will load vessels of 25,000 tonne 
capacity. 

Ammonia and Caustic Soda are imported over this wharf also. 

Depth at the berth is 10.4 m. LWOST. 

Clinton Coal Facility: Owned and operated by Gladstone Port Authority. 
The Facility has 2 berths at 18.8 m. depth. Two shiploaders provide 
operations at rate of 8,000 tonnes/p.h. (24,000 tonnes/hr.). Berths 
presently cater for vessels from 25,000 d.w.t. to in excess of 220,000 
d.w.t. and of 16.4 m. draft and 55 m. beam. 


STEVEDORES: Special ETA advice necessary if week-end labour 
required and must be ordered by 1400 hrs. on previous Friday. Monday 
labour for vessels arriving after Friday must be ordered by 1500 hrs. on 
Friday. The only commodities requiring shore labour are bulk grain and 
general cargo. 

TANKERS: Diameters of discharge lines 12 in., (0.305 m.) and 8 in. 
(0.203 m.) for white oils and 6 in. (0.152 m.) black oils, no slop discharge 
facilities. Main tanker berth at Auckland Point Wharf (Berth No. 3), 
minimum depth alongside 11.30 m. LWOST. Black oil also discharged 
at South Trees Island Wharf for use in alumina plant only. 
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BULK HANDLING FACILITIES: 


Auckland Point Auckland Point South Trees South Trees Clinton Clinton 
Location No. 1 No. 2 Bamey Point East West Facility Facility 
Number of Units 2 2 1 1 2 1 1 
Mobile Mobile Mobile Mobile Mobile Mobile Mobile 
Type of Unit Gantry Gantry Gantry Gantry Gantry Grab Gantry Gantry 
Loader Loader Loader Loader Unioader Loader Loader 
Length of Travel (metres) 142 139.5 149 192 184 593 572 
(Combined) (Combined) 
Max. Outreach from 15.5 19.3+ 16.2 25.6 24.45 42.8 N/A 
Wharf (metres) Trimmer/Jetslinger 
available 
Throw of Trimmer (metres) 15.2 N/A 11.0 N/A N/A N/A N/A 
Max. Beam of Vessel (metres) 32.0 32.0 35.4 35.4 35.4 55.0 N/A 
Capacity (t.p.h.) 1,600 1,600 2,000 1,200 2,000 4,000 4,000 
(Combined) 
Commodity Handled Bulk products Grains Coal Alumina Bauxite Coal Coal 
Storage (Tons) 300,000 82,000 400,000 238,000 1,000,000 2,500,000 3,300,000 


DENSITY: Average density 1024-1028. 

FRESH WATER: Available all wharves. Fresh water hydrants placed at 

intervals along wharves. 

FUEL: All grades of marine fuels are available and can be delivered to 

all berths by barge. Pipeline delivery is available to all vessels working 

cargo at South Trees East berth. Bunker only deliveries of fuel oil and 

MDO is a feature of the bunkering facilities at Gladstone. 

FIRE PRECAUTIONS: Where petroleum and goods of dangerous 

inflammable character are being unloaded, watchman shall be employed 

to collect matches from all persons in vicinity and to patrol wharf within 
the limits in which petroleum cargo is being handled. Every vessel 
carrying inflammable liquids when in any Queensland port shall display 
red flag, not less than 1 m. (3 ft.) square with white circular centre 15 cm. 

(6 in.) in diameter. 

CONSULS: None. 

REPAIRS: Minor engine and deck repairs are undertaken. 

DRY DOCKS: None available. Slipway capable of lifting vessels up to 

1 he ar displacement with max. beam 23 m. and max. draft forward 

of 6 ft. 

GANGWAY/DECK WATCHMEN: Services of watchmen is not 

recommended except in the case of petroleum tankers previously 

mentioned. 

OPENING/CLOSING HATCHES: Either by ship's crew or shore labour. 

CERTIFICATES: List of certificates usual for Australian ports. See 

“Melbourne”. 

CUSTOMS ALLOWANCES: 0.5 Ib. of tobacco or 200 cigarettes, to be 

opened. 1 only 26 ounce bottle, to be opened. 

CARGO GEAR: To be in accordance with Commonwealth Navigation 
Loading and Unloading Safety Measures) Regulations. 
ee “Melbourne”. 

REPATRIATION: Facilities for effecting crew changes and necessary 

repatriations can be arranged. Prior notice required. 

AIRPORT: Airport approximately 3 km. from port and is regularly served 

by 2 internal airlines. Daily flights to Brisbane with connections with 

overseas airlines. 

TIME: See “General” before first port. 

HOLIDAYS: Only 4 official holidays in year when it is not possible to 

arrange cargo work: Christmas Day; Anzac Day (25th April); Labour Day 

(1st Monday in May); Good Friday. 

POLICE/AMBULANCE/FIRE: Telephone number of these services in 

cases of emergency only is “000” and ask to be connected to the 

required service. Emergency call to Hospital is 72.1033. 

TELEPHONES: Public phones available on wharf. 

SERVICES: No tank cleaning facilities. No slop facilities. 

SHORE LEAVE: Crew members allowed ashore provided vaccination 

certificates in order. 

IDENTIFICATION CARDS: See “Melbourne”. 

GARBAGE DISPOSAL: A collection service is available. Drums and 

skips are provided alongside. Charges are A$63 per collection, A$47 to 

burn garbage and A$21 for dumping. 

WASTE OIL DISPOSAL: A collection service is available for moderate 

quantities using tanker trucks. This is arranged by the ships agent. 

SEAMAN’S CLUBS: The Missions to Seaman, Flinders Parade, 

Gladstone, Qid. 4680, Australia. Tel: (079) 722282. 

Facilities available include shop, international telephone service, 
church services, mini-bus collection, postage facilities and games made 
available at the Club. 

DEVELOPMENTS: Investigations into the deepening of harbour 

channels are being carried out to enable vessels of 200,000 d.w.t., to 

be fully loaded. 

Tide/Draft Table: The Harbour Master at Gladstone has issued a tide/ 

draft table following the completion of the dredging programme. A copy 

of the full table is available from Agent's office, but we quote below 
examples of drafts extracted from the full table: 


Tabulated Vessels up to Vessels over 
tide height 85,000 d.w.t. 85,000 d.w.t. 

(m.) (m.) (m.) 

2. 16.0 15.5 

2.5 16.3 15.8 

2.8 16.6 16.1 

3.1 16.9 16.4 

3.4 17.2 16.7 

3.7 17.5 17.0 

4.0 17.6 17.1 

4.3 17.7 17.2 

4.6 17.8 17.3 

4.9 18.0 17.5 


CURRENCY: Australian Dollar (A$). 

DELAYS: No unusual delays other than berth availability or unusual 
tidal conditions. 

GENERAL: No cranes on wharves. Mobile cranes available for hire. No 
lighterage facilities. Electricity available to ships. Passengers not 
normally embarked or disembarked this port, as no facilities for them. 

AUTHORITY: Gladstone Port Authority, P.O.Box 259, Yarroon Street, 
Gladstone, Queensland 4680. Te/: (079) 76 1333. Telex: GL Port AA 
49480. FAX: (079) 72 3045. Contact: Mr. B. J. Jordan, Administration 
Manager. 

AGENT: Patrick Sleigh Sessa tos a a on Pty. Ltd., P.O.Box 5010, 136 
Goondoon Street, Gladstone, Queensland 4680. Tel. (079) 72 2088. 
Telex: 49431 PATSLE. Fax: (079) 72 4823. Seagram Code: 4GPATSLE 


GOVE, N.T.: 12.12 S. 136.40 E. 


DOCUMENTS: 

2 Crew Lists Form M. & S. 11 (3 at outports). 

5 Passenger Lists, Forms M. 308 and 309. 

1 Loading Ports List, Form B921. 

3 Barber's stocks and stock in ship's shops and canteens, 

(Form 5) continuation of the back, Form 5 AA. 

1 List of Customable Articles, Form 5 (crew). 

3 Return of Goods of Barber's stock, etc., Form 5 AA. 

1 Stores List, Form 42 A. 

1 Annual Declaration, Form QA76. 

2 Primary Health Report, Form Q360. 

1 Clearance from Last Port. 

Ship's Log. 

1 Derat Certificate. 

1 Light Dues if paid previously. 

PILOTAGE: Compulsory for vessels proceeding to Nabalco Facilities. 
The Pilot will board at the anchorage position. 

Coastal Pilotage: Pilotage services between Gove and Darwin via 
Clarence Strait, or to Torres Strait, are conducted by pilots of the 
Queensland Coastal Pilot Service Pty.Ltd. and the Queensland Coast 
and Torres Strait Pilot Service. See “Torres Strait” for details. 
ANCHORAGE: Melville Bay affords good holding ground, the bottom 
being either sand or mud and the depths ranging up to 48 ft. (14.64 m.) 
West of Dundas Point. Vessels awaiting a berth should anchor 
phen 1.5 miles (2.41 km.) Westward of West Woody Island 
close by the Fairway Buoy. The Quarantine Officer and Customs Officer 
normally clear vessels alongside the berth, but may on occasions board 
at the anchorage. 

A vessel is considered to be an “arrived ship” for purposes of laytime 
when she enters the Quarantine Anchorage. 

We quote below Australian Notice to Mariners No. 510/1978. 

Gove Harbour — Quarantine Anchorage Altered: 
(a) A pecked line is to be inserted joining the following positions: 
From Lat. 12° 11.12’ S., Long. 136° 37.5’ E. on the Harbour Limit 
to 
Lat. 12° 09.58' S., Long. 136° 37.5’ E. thence to 
Lat. 12° 09.58' S., Long. 136° 39.6’ E. and thence to 
Lat. 12° 11.12’ S., Long. 136° 39.6’ E. on the Harbour Limit 
On Plan, from Long. 136° 39.6’ E. in the N. border to 
Lat. 12° 11.12’ S., Long. 136° 39.6’ E. on the Harbour Limit. 
(b) The Legend Quarantine Anchorage is to be inserted within the 
area of 1(a). 
RESTRICTIONS: Approach Channel to bulk cargo and tanker jetties 
has minimum depth 13.8 m. 

Approach Channel to general cargo jetty has minimum depth 11.59 m. 
PRATIQUE: The Port of Gove has n declared Port of First Entry for 
health clearance of vessels arriving from overseas. 

Vessels will usually be cleared alongside the berth. 

If Pratique is required, vessel must provide a Primary Health Report. 

Radio Pratique may be granted if answers to the “Australian 
Quarantine Questionnaire” are received 12-24 hours prior to vessel's 
arrival. See “General — Health” before first port. 

RADIO: Notice of Arrival: Prior to arrival, vessels are requested to radio 
the following information: 
(i) For all vessels: 

(a) ETA Gove 


(See Plan) 


— 72 hours out 
— 48 hours out 
— 24 hours out 
(b) Anticipated draft forward and aft. 


(ii) For bulk carriers, anticipated hatch loading plan, loading 
sequence and quantity required in each pour. 

(c) For petroleum tankers, approximate quantities to be 
discharged and grade of product desired for first discharge, 
and order of unloading various grades if more than one 
grade is carried. 

Radio messages should be addressed to ““Gobaux", Darwin. The call 
sign of the radio station at Darwin is VID. Radio messages will be passed 
by teleprinter to Gove. 

Cable messages for Nabalico should be addressed to “Shipserv”, Gove. 
VHF: The Nabalco Harbour Master's Office maintains a listening watch 
on Channel 16 during office hours. VHF frequencies used are 16, 12 
and 6. Call sign “Gove Harbour”. 

TUGS: There are 3 work boats available for hire in the port, max. h.p. 
2,500. Tug's lines are used in most instances, but no extra charge is 
made. 

BERTHING: Bulk Cargo Wharf: The bulk cargo wharf runs in a N.W./ 
S.E. direction and bears 189° true 2,440 m. (8,000 ft.) from West Woody 
Island triangulation point. The wharf has a ‘T’ head which is connected 
to the shore by an access bridge 946 m. (3,120 ft.) long and 3.05 m. 
(10 ft.) wide. 

The Northern branch of the wharf head constitutes the bauxite/ 
alumina berth and the Southern branch the bulk liquids berth. 

The bauxite/alumina berth is mounted with a travelling, luffing 
shiploader with telescopic trimming spout having an outreach of 31 m. 
(101 ft. 6 in.) from the fender line. The distance of travel along the berth 
is 164.2 m. (540 ft.). The clearance beneath the spout at maximum 
elevation for loading is 15.0 m. above chart datum (LWOST) at berth 
side. 

The shiploader has a designed capacity of 2,000 tonnes/p.h. for 
bauxite and for alumina. 

The shiploader is connected by a belt conveyor system to the bauxite 
stockpiles and to the alumina silos, 3,202 m. (10,500 ft.) and 2,592 m. 
(8,500 ft.) distant respectively from the wharf head. 

The bulk liquids berth consists basically of mooring dolphins and 
fenders associated with a pipe bridge support. Three pipe-lines are 
provided namely: 

(1) 46cm. (18 in.) diameter for bunker fuel oil. 

(2) 30cm. (12 in.) diameter for caustic soda. 

(3) 25.4.cm. (10 in.) diameter for diesoleum, petroleum and aviation 

kerosene. 

During the tanker discharging operations, connection between ship 
and shore is provided by 20.3 cm. (8 in.) diameter flexible hoses with 
BS Table “F"’ 8-hole fittings at each end. 

If other types of fittings are required to effect discharge, arrangements 
should be made by the tanker vessel to provide such items. 

The length of each pipe-line is approximately 1,982 m. (6,500 ft.) 
covering the distance from bulk liquids berth to shore tank farm. 

A depth of water of 13.9 m. (45 ft. 08 in.) below chart datum (at low 
water ordinary Spring tide) is available at both the alumina/bauxite and 
bulk liquid berths. 

This will allow simultaneous occupancy by a tanker and bulk carrier, 

each of up to approximately 60,000 d.w.t., under ordinary conditions. 
A minimum clearance under the keel of 10% of the draft is required 
for berthing and unberthing. 
General Cargo Whart: This wharf extends in a S.E. direction from the 
Eastern side of the land strip leading to Dundas Point. The wharf bears 
315° (T) X 1,342 m. (4,400 ft.) from Half Tide Rock and is a substantial 
structure 94 m. (310 ft.) long by 27.89 m. (91 ft. 6 in.) wide connected 
to iy shore by an access jetty 287.2 m. (950 ft.) long and 5.49 m. (18 ft.) 
wide. 

The wharf has been designed for vessels of max. length of 182.8 m. 
(600 ft.) and of up to 20,000 d.w.t. to berth at each side under normal 
conditions. Vessels of up to 30,000 tons can be accommodated under 
suitable tidal conditions. 

The depth of water alongside is 11.59 m. (38 ft.) below chart datum 
(LWOST) on both sides of the wharf head. 

Fisherman's and Light Cargo Whart: This whart is located near Harbour 
Island in Melville Bay. It is administered by V. B. Perkins Pty. Ltd. Total 
wharf length is 48.0 m. and width 18 m. Max. wharf loading by vehicles 
4.5 tonnes/sq.m. The minimum available depth alongside is 5.0 m. 
Ramps: 2 Landing barge ramps accommodating landing barges up to 
1,500 g.r.t. A 28 tonne SWL fork lift is available for cargo operations. 
CRANES: 8 mobile cranes, capacities between 5 tonnes and 90 tonnes. 
STEVEDORES: No local stevedoring companies. 

MEDICAL: Medical services and a large modern hospital with 
comprehensive theatre, medical and surgical facilities, at Nhulunbuy, 
9 miles from the port. 

TANKERS: See “Berthing’”. 

DENSITY: 1020 — 1022. 

FRESH WATER: Available at all berths. 

FUEL: Available at Fisherman's and Light Cargo Wharf only. 
REPAIRS: Limited facilities, minor repairs only. 

SURVEYORS: Local Pilots conduct draft, on-hire and bunker surveys, 
however, Lloyd’s Surveyor available from Darwin or Cairns. 
HATCHES: Opening and closing carried out by ship's crew. 
CUSTOMS ALLOWANCES: 200 cigarettes and 1 litre of spirits per crew 


member. 

REPATRIATION: Facilities exist for effecting crew changes and 
repatriation. 

AIRPORT: Gove is served by commercial flights to and from Darwin on 
5 days a week and by commercial flights several times a week from 
Brisbane and Sydney via Cairns. Services to other parts of Australia 
and the rest of the world are frequent from Darwin. 

TIME: See “General” before first port. 

SHORE LEAVE: After clearing inwards crew members may proceed 
ashore with special permission. 

IDENTIFICATION CARDS: May be required. 

GARBAGE DISPOSAL: Not available. 

WASTE OIL DISPOSAL: Not available. 


AUSTRALIA 


SEAMAN’S CLUBS: None. 

CURRENCY: Australian Dollar (A$). 

REGULATIONS: It is forbidden to take firearms, alcoholic beverages 
and foodstuffs ashore. 

AUTHORITY: Nabalico Pty. Limited, P.O.Box 21, Nhulunbuy, N.T.0881. 
Tel: (089) 87 5211. Telex: 85045 (Port Telex). FAX: (089) 872-356. 


Cables: Gobaux. Contact: John Preston, Harbour Master. Clive 
Spencer, Harbour Pilot. 
Gove Port Office. Te/: (089) 875418. 
AGENT: Agency undertaken by Nabalco Pty. Limited. 
GROOTE EYLANDT (Milner Bay), N.T.: 
13.52 S. 136.25 E. (See Plan) 


LOCATION: Milner Bay is situated on the Northwestern corner of Groote 
Eylandt which is itself situated in the Southwestern area of the Gulf of 
Carpentaria. 

It is a “Port of First Entry” to Australia. Doctor and Police are in 
residence on the Eylandt. Customs and Quarantine service available. 
PORT LIMITS: The waters in Milner Bay bounded by a line commencing 
at the HW mark on the N.W. coast of Groote Eylandt in position 
Lat. 13°50'05"S., Long. 136°24'29”E. and proceeding in a 
260° 44’ 10" direction to a point in Lat. 13°50’ 28"S., Long. 
136° 22’ 03” E. at the high-water mark on the East coast of Connexion 
Islet; thence by a line following the contour of the coast of Connexion 
Islet at the HW mark to “Boulder” in position Lat. 13° 50’ 46” S., Long. 
136° 20' 14” E.; thence by a line bearing 151° 30’ to a position Lat. 
13° 53' 34" S., Long. 136°21'47"E.; thence by a line bearin 
80° 44' 10” to a point being Lat. 13°52’ 54” S., Long. 136° 25’ 58” E. 
thence by a line following the contour of the coast at high-water mark 
to the point of commencement. 

DOCUMENTS: 

1 copy of Crew List to be supplied to Agent 48 hours prior to arrival 

in order to obtain faster clearance. 

3 Crew Lists. 

5 Passenger Lists. 

1 Port of Call List. 

3 Stores Lists. 

1 Crew's Personal Effects List. 

Derat. Certificate. 

Clearance from Last Port. 

PILOTAGE: Compulsory to Ore Jetty. 

There is a Port Superintendent and a Port Officer at Milner Bay who 
will assist Masters in berthing and departing from the jetty. Approaching 
Groote Eylandt from the Northwards, vessels should steer to a position 
10 miles North of the Northeast Islet, which is rocky on the Northern 
coast and rises to grassy hills. From the above position, steer to pass 
about 3 miles North of Chasm Islet until the recommended track on chart 
AUS. 14 is reached. This track, 221° passes about 1 mile East of Brady 
Rock (light Gp. Fl. (3) ev. 12 secs.) and continues on this course until 
Bickerton Island Light (Fl. 5 secs.) bears 250° when the course should 
be altered to steer for Hand Islet on the recommended track (250°). 
When 2.3 miles off Hand Islet, alter course to 195° to pass 1.4 miles 
clear of Connexion Island Light (Fl.2.5 seconds). As soon as the jetty in 
Milner Bay bears 085°, alter course to 133°. Remain on this course until 
the jetty bears 070° x 1.7 miles, whereupon the ship should be brought 
round to steer 270° to pass 0.7 miles to the South of Burley Shoal South 
Cardinal Buoy Q(6) + LFI. 15 secs. When the jetty bears 058° x 
3.7 miles, alter course to 040°, which will take the vessel to the 
anchorage and pilot boarding ground. 

If vessels enter via the Connexion Passage, care must be taken to 
avoid the 5.4 m. fathom patch off N.W. Bluff and keep clear of the 8.2 m. 
patch about 3.5 miles N.E. of Connexion Islet. 

Coastal Pilotage: Pilotage services between Gove and Darwin via 
Clarence Strait, or to Torres Strait, are conducted by pilots of the 
Queensland Coastal Pilot Service Pty.Ltd. and the Queensland Coast 
and Torres Strait Pilot Service. See “Torres Strait’ for details. 
ANCHORAGES: Good holding ground is found 1.6 miles West of the 
jetty where there is a good sand bottom free of obstructions with about 
20 m. of water. Due to currents up to 3 knots in the area, it is advisable 
to use at least 6 shackles. Quarantine is granted at this anchorage. 
MAX. SIZE: The max. LOA is 223m. and max. breadth 32.2 m. 
The max. draft is 12.5 m. 

PRATIQUE: Vessels are granted Pratique at the Anchorage 1 mile West 
of the wharf or at the Jetty. 

RADIO: The Port is able to communicate with vessels which are fitted 
with VHF radio through normal international Maritime Channels and the 
Call sign is “Milner Bay”. However, the shore station is only open during 
office hours unless prior telegraphic arrangement is made. Office hours 
are 0800 to 1645, Monday to Friday. 

It is requested that vessels arriving at any hour of the day should 
monitor VHF Channel 16 as sometimes attempts are made to contact 
vessels outside of office hours. Channels available are 16, 67 and 
06 (private). 

ETA's are requested at least 72, 48 and 24 hours prior to arrival. 
Telegraphic address is: Hematite, Alyangula, Telex AA85886 
(Answerback ‘Milbay’). Telephone No. (089) 874251. Fax: (089) 874202. 
VHF: Port — Channels 16, 06 and 67. 

Tugs — Channels 16, 12, 06 and 67. 
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TUGS: 2 tugs available. 1 x30 tonne bollard pull and 1 x 16 tonne bollard 
pull. 


Normally join the vessel 0.75 miles from berth. 

Ship's lines taken for berthing. 

BERTHING: The ey jetty is situated in approximately Lat. 
13°S51:61.Si a 136° 25’ E., with a depth of water alongside of 
11.9 m. L.AT. with a tide range of 1.8 m. Two small tugs are available 
to assist in tenting vessels. The jetty consists of a central landing 
98.75 m. long and 10.97 m. wide, with two breasting dolphins on the 
North and South ends of the central landing. A roadway extends from 
the shore to the central landing, virtually parallel to and on the North 
side of the loading conveyor belt. Local Tidal Information may be 
obtained from the Port Superintendent on arrival. 

The line of dolphins is offset 8° from the jetty stem which runs out 
411.5 m. from the shore in a 249° 45’ direction so that care must be 
exercised in placing the vessel for loading. All breasting dolphins are 
fendered with vertical timbering. When berthing, vessels should keep 
well clear of the loading head in the centre of the jetty, as it is possible 
that a vessel on a too fine approach could cause damage to the loading 
boom with the flare of the bow. 

Vessel must have rat guards in position at all times (except while 
shifting ship), otherwise they will be liable to a fine. As Groote Eylandt 
is a reserve this requirement is rigidly enforced. 

Loading rate is 900 t.p.h. —-1,100 t.p.h. and the vessel is required to 
shift ship to load each hatch as the loading boom is fixed. Shore labour 
is available to shift lines, etc., as required. Shore labour will not trim 
manganese ore, which is dump loaded from the conveyor. 

This is a seasonal tropical loading zone from ist April to 30th 
November. 

MEDICAL: There is a Medical Centre and medical staff available if 
necessary. Valid vaccination certificates are required, covering the 
requirements of the Australian Government Department of Health. 
FRESH WATER: Available. Rate 9 tonnes/hour. 

STORES: Not available. 

FUEL: Not available. 

FIRE PRECAUTIONS: A permanent fire-fighting facility is installed on 
the ore-loading jetty. It is an automatic system which starts as soon as 
a fire hydrant is turned on, and delivers a 140 p.s.i. through a 2.5 in. 
hydrant with a 5 TPI V thread connection. 

All shore hoses are 2.5 in. and are equipped with fog nozzles. Foam 
equipment is also available on the jetty with an output of approximately 
1,000 gallons per minute. Fire-fighting lines on the jetty deliver salt water 
only. International shore connection available. 

CUSTOMS ALLOWANCES: 200 cigarettes, 1 bottle spirits, 3 bottles of 
beer per man. 

REPATRIATION: Can be effected to most countries from Groote Eylandt 
via Darwin which is serviced by Qantas and British Airways. Due to the 
remoteness of Groote Eylandt, repatriation of crew members should only 
be considered in a ‘Force Majeure’ circumstance. All necessary 
bookings and reservations are made through the local airline office and 
Seamens' Discount Fares, where applicable, are utilised. 

AIRPORT: Ansett N.T. operate a 5 times a week jet service to and from 
Darwin and Cairns. Air Queensland operate a twice weekly service to 
and from Cairns. 

TIME: See “General” before first port. 

ACCOMMODATION: Visitors accommodation in the GEMCO township 
of Alyangula, is severely limited and shipowners who are arranging for 
a change of personnel at Groote Eylandt are requested to ensure that 
the arrival of crew members at Groote coincides as closely as possible 
with the arrival of the vessel. 

NOTARY PUBLIC: A Notary Public is not available. 

HOLIDAYS: Cargo worked on most holidays by arrangement. 
SHORE LEAVE: The area is an Aboriginal reserve and shore leave is 
allowed in the town area only provided the vessel has a permit which 
is supplied by the Agent on berthing. 

IDENTIFICATION CARDS: Seamen calling at this port have to be in 
possession of Seamen's Identification Cards, Form M315, issued by the 


Commonwealth of Australia, however, certain nationalities are exempt. 


Facilities at Groote Eylandt are severely restricted and the Port 
Authorities recommend seamen should be provided with the required 
card before arriving at Groote Eylandt. For information, we would advise 
that Greek nationals are not exempt from this requirement, but nationals 
of Great Britain, Norway, Japan, Hong Kong, India and the People's 
Republic of China are. 

GARBAGE DISPOSAL: No facilities available. 

WASTE OIL DISPOSAL: No facilities available. 

SEAMAN’S CLUBS: No seaman's club. There is one recreation club 
Srrasiaaea a from the port. 

CURRENCY: A.N.Z. bank available for currency exchange. 
WEATHER/WIND/TIDE: Tides cause some eddying in both the 
Connexion and Warwick Channels, but these cause no concern provided 
normal care is exercised. 

Prevailing winds from May to October are S.E. and blow strongly at 
times during the day but ease off considerably after sunset. 

There are occasional heavy fogs in the area in June and July in the 
early morning and these sometimes persist until 1000 hrs. or 1100 hrs. 

From November to May the wet season prevails with winds blowing 
mainly from the N.W. with heavy rains and occasionally, more than 
moderate seas. 

AUTHORITY/AGENT: The Groote Eylandt Mining Company Pty. Ltd. 
act as ships’ Agents in all cases. 

Groote Eylandt Mining Company Pty. Ltd., Post Office, Alyangula, 
Groote Eylandt, N.T. 0885. Te/: Alyangula (089) 874272, 874251. Telex: 
AA 85886 Milbay. FAX: (089) 874202. Cables: Hematite Alyangula. 
Contact: Port Superintendent or Port Officer. 

Mail for vessels to be addressed to: “Vessel’s Name”, Groote Eylandt 
Mining Co. Pty. Ltd., Groote Eylandt, N.T. 0885. 
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HASTINGS (Formerly Western Port), Victoria: 
38.21 S. 145.14 E. (See Plan) 


GENERAL DESCRIPTION: The port of Hastings is the commercial port 
located in Western Port Bay. Within its limits are 2 large islands, namely 
French Island occupying the middle of the bay and Phillip Island fronting 
the bay to seaward and forming 2 entrances to the Port. The Western 
and main entrance which is easy of access has a minimum low water 
depth of 14.9 m. and is available for vessels of deep draft. The Eastern 
entrance is narrow and tortuous and is available only for small vessels. 
The rise of tide within the bay is some 2.20 m. at Neaps and 3.00 m. at 


Springs. 

DECLARATION: Declaration Prior to Arrival: The Master of a ship which 

carries liquid bulk dangerous substances or oil in bulk, other than oil 

fuel used for the propulsion or operation of the ship, shall ensure that 
the Port Authority is advised, in writing, with answers to the following 
questions at least 48 hours prior to arrival in the port: 

Is the hull leak free? 

. Is an inert gas system fitted? 

. Is the inert gas system, if fitted, fully operational? 

Is a crude oil washing system fitted? 

. ls the crude oil washing system, if fitted, fully operational? 

. Are there any defects to the ship, machinery and equipment, 
which may affect safe pilotage, berthing, cargo or ballast 
operations? 

7. Have stress calculations for the envisaged programe of cargo 
handling, ballasting and bunkering been made? 

Is the hull stress calculated within recommended safety limits? 
Additional information required for liquefied gas carriers: 
9. Are all cargo tanks and lines free of air 
10. Is ie e-icqustartion or boil-off control equipment in good working 
order? 

PORT LIMITS: The Port Authority considers a vessel to be arrived when 

she crosses an imaginary line between West Head and Point Grant. 

DOCUMENTS: Application for berth, tugs, mooring launches, 

telephones, and notification to load or unload, to be delivered by ship's 

Agent to the Port Authority not less than 24 hours before arrival. 
Customs Documents required: 

Form 3A &3B Crew List and attachments, 2 copies (Required 

48 hours prior to arrival). 


OnhoOnw— 


Form 42 A Stores List, 1 copy. 
Form 5, Part 1 Ships Report of Arrival, 2 copies. 

Form 5, Part2 Articles owned by or in possession of crew, 1 copy. 
Form B921 Ports of Call since commencement of voyage, 1 copy 
(Required 48 hours prior to arrival). 

Form QA 3 Quarantine Form. (Animals carried as cargo), 1 copy. 
Form QA 4 Quarantine Form. (Animals carried as pets), 1 copy. 
Form QA 5 Ship Master's Bond re animals carried, 1 copy. 
Form Q 360 Health report of all persons on board, 2 copies. 

Inwards Manifest, 1 copy. 
Outwards Manifest, 1 copy. 
Form 40 Application for clearance. 


Customs forms available from Pilot on arrival. 

PILOTAGE: Pilotage compulsory for merchant vessels except those 
specially exempted. Pilots for the Port of Hastings are available at any 
time provided notification of ETA is given 24 hours in advance and 
confirmed 6 hours prior to arrival. Pilot for the Port of Hastings will board 
from a launch, painted orange and showing the signals and lights 
prescribed for such vessels, by day approximately 3 miles Southward 
from West Head. By night in the white sector of McHaffie’s Point Light, 
with Cape Schank Light bearing 295° (White), at the entrance to Western 
Port. Pilot launch is equipped with VHF Channel 16 (156.8 MHz). Port 
working channel is VHF Channel 14 (156.70 MHz). A speed of 7 knots 
must be maintained. 

In adverse weather, vessels to 9.75 m. draft may board Pilot adjacent 
to yellow buoy 2 miles — 084° from Flinders Jetty Light. At night buoy 
shows FI. Y. 4 secs. 

Port Authority's Office requires notification of vessel's ETA at Fairway 
Buoy 24 hours prior to arrival. Confirmation of ETA is required 6 hours 
prior to arrival. To minimise delays in co-ordinating Port services vessels 
expecting to arrive between the hours 0900 to 1700 hrs. should ensure 
Port Authority receives confirmation by 0830 hrs. that morning. 

Vessels expecting to arrive between the hours 1700 to 0900 hrs. 
should confirm ETA by 1530 hrs. that afternoon. 

Vessels expecting to arrive during a weekend period should indicate 
ETA by 1530 hrs. on Friday, then follow above procedure. 

Telex No. of this Office is AA 34051 and Fax No. (059) 838684. 
ANCHORAGES: Anchorage within port between Southern edge 
Tortoise Head Bank, and Northern shore of Phillip Island. Anchorage 
4 miles in length, East to West, and 1.25 miles wide, depths 16 m. — 
27 m. at Western end, decreasing 11 m. — 20 m. at Eastern end. 

An sie, area having a least depth of water of 8.5 m., has been 
established adjacent to Long Island Jetty. 

RESTRICTIONS/MAX. SIZE: Depth Below Keel Required: 10% of draft 
up to 30 ft. (9.14 m.), 4 ft. (1.2 m.) between 30 ft. (9.14 m.) and 40 ft. 
(12.19 m.), 5 ft. (1.5 m.) over 40 ft. (12.19 m.). 

Oil jetties can accommodate vessels of up to 165,000 tonnes. (See 
information relating to acceptance of large tankers into Western Port 
Bay.) See “Tankers”. 

RADIO: Advice to Ships Masters on Hastings Harbour Control: 
GENERAL INFORMATION 

1. Radio Watch A continuous radio watch will be kept by 
Harbour Control on VHF Channel 16. 
Main working channel is 14. 

Position 3 mile x 180° from West Head 
will be identified as position “A”. 
Position of Fairway Buoy (ISO. 2 sec.) will 
be identified as position “B”’. 


2. Pilot Boarding Ground 
3. Fairway Buoy 


INWARD BOUND VESSELS 

1. Vessels shall report to Harbour Control at least 1 hour before arrival 
at position “A” or “B", giving ETA position “A” or “B", deepest 
draft and information re-hull leaks and health of crew, etc. 

2. Vessels must request permission to enter port. It is an expressed 
condition of entry that any malfunction or impairment of machinery, 
steering and propeller indicators which could cause restrictions in 
the manoeuvring ability of the vessel, is reported to Harbour Control 
and to the Pilot when engaged. 

3. Vessels shall advise Harbour Control when passing Fairway Buoy 
(position “B"). Sea lashings to be removed from anchor cables and 
anchors made ready for immediate use. 

4. Vessels shall advise Harbour Control when rounding Sandy Point 
and request VHF Channel for berthing operations and tugs. 

5. Vessels shall report to Harbour Control (Channel 14) when all fast, 
finished with engines and tugs dismissed. 

OUTWARD BOUND VESSELS 

1. Vessels shall contact Harbour Control 1 hour before fixed time of 
departure advising if they will/will not be ready to sail in 1 hour's 
time. 

2. Vessels will be advised at sailing time by duty Harbour Master re 
permission to sail, port movements, etc. 

3. When vessels clear their berth and tugs dismissed and proceeding 
they shall report this to Harbour Control (Channel 14). 

4. Vessels to advise Harbour Control when (a) Rounding Sandy Point. 
(b) Clear of Port. 

VESSELS PROCEEDING TO ANCHORAGE 

1. Vessels inward and outward to an anchorage are to use the same 
procedure as in above for inward and outward vessels respectively. 
Vessels will be advised if required to anchor and what anchorage 
to use. Whilst at anchor vessels shall keep a continuous listening 
watch on Channel 14. 

2. Vessels shall advise Harbour Control when they have anchored 
and also when vessels are underway again from an anchorage. 

ENGINE TRIALS AND LIFEBOAT DRILLS, ETC. 

1. Vessels wanting to carry out engine trials shall first obtain 
permission from the duty Harbour Master. 

2. When lifeboat drills are to be held and boats swung out and put 
into the water the duty Harbour Master shall be given prior notice. 

3. All vessels in the port shall notify Harbour Control (Channel 14) of 
any distress eat sighted or any untoward occurrence. 

RADIO PRATIQUE: Radio Pratique is available. The following 
procedure shall apply. In a period of 12-24 hours before the expected 
arrival of the ship, the ship’s Agent shall present to the Port Quarantine 
Officer, via the Port Authority Office, a completed questionnaire giving 
details of ship's itinerary, health and quarantine status, etc., and request 
permission to berth, or Radio Pratique, as required. The answers to the 
questions should have been obtained by radio from the ship immediately 
prior to presenting the form to the Quarantine Officer and should include 
vessel's ETA at the Pilot Station. The ship's Agent shall advise the 
Quarantine Officer when the ship has berthed and the Quarantine Officer 
will then board the ship and will require the completed Declaration of 
Health forms in duplicate. If all the standard conditions are satisfactory, 
a Certificate of Pratique will be issued. 

TUGS: Two tugs are available both of 3,800 kW. and 50 tonnes bollard 
pull. Tugs join vessel at Sandy Point. Tug’s line used. Tugs are fitted 
with VHF and radar and fire-fighting equipment. Additional tugs available 
from Melbourne given 24 hours notice. 


BERTHING: Berthing subject to Port Authority's direction. One oil berth, 
2 steel works berths (one is Ro/Ro) and 2 tug berths are available 
(2 tanker berths are out of commission). 
Steel Industry Wharf (2 Berths) (16.5 n.m. from Entrance): Berths are 
owned and utilised by BHP Coated Products Division. Approach channel 
has a depth of 9.1 m. Depth alongside both berths is 12.1 m. Swing 
basin diameter 457 m. Steel works is 2.5 Km. from berth. 
Steel Industry Wharf No. 1: Ro/Ro Berth — Vessels with stern door or 
starboard quarter ramp up to 15,000 tonnes. 

Ramp details: Length 28 m. (curved), width 8.5 m. Ramp made up of 
7 sections which are hydraulically operated to allow accommodation of 
various types of stern loading/discharging vessels. 

Ramp section is approximately 3 m. proud of stern berthing fenders. 

Starboard Quarter Ramp details: Concrete landing pad ashore 
appropriate for a quarter ramp of 10.17 m. width, 50.3 m. length overall, 
and angled at 31.5° to ship's centre line. Stern of vessel approximately 
17 m. off ramp for stern door vessels. 
Stee/ Industry Wharf No. 2: Conventional General Cargo Wharf. 152 m. 
long, 24m. to 15.6 m. wide. Reinforced concrete wharf with wooden 
fendering. A mooring dolphin is provided 30 m. N.E. No. 2 Berth is 
adjacent and extends in a N.E. direction frorn No. 1 Berth. 

Max. size of vessel: 200 m. length overall. 

Tidal range at berth: Between 2 m. and 3 m. 

Nature of Bottom: Mud, clay and some rock. 

Vessel can dock/undock during hours of darkness, subject to tidal 
conditions. 

Vessels moor using ship's lines to Port Authority's requirements. 

Pilots used, unless Master holds special exemption. Water available. 

Bunkers by Road Tanker only, subject to Port Authority's approval. 

Engines may be immobilised whilst ship is alongside, subject to duty 
Harbour Master's approval. 

Stores and supplies can be delivered from dock or by launch. 


STEVEDORES: Hastings is a class “B" port for stevedoring facilities. 
Port Waratah stevedores available. Require ETAs of vessels from Agent. 
Ordering time for labour: Tuesday-Friday, by 1430 hrs. previous day. 
Saturday-Sunday, by 1430 hrs. previous Friday. Monday, by 1430 hrs. 
previous Sunday. All close holidays observed. 


MEDICAL: Four qualified medical practitioners available and 20-bed 
Nursing Hospital. Agent should receive prior notice of particulars of 
vaccinations required. 


AUSTRALIA 


TANKERS: 
Information Relating to Acceptance of Large Crude Tankers into the 
Port of Hastings: 

The following parameters should be used by ship charterers and 
agents as a guide to determine the acceptability of large tankers into 
the Port of Hastings. 

1. Displacement tonnage in arrival ballast condition to 110,000 tonnes. 

2. LOA to 300 m. 

3. Draft in ballast condition to 9.5 m. 

4. Distance from manifold centreline to water line: 16.5 m. at Crib 
Point jetty, 17.5 m. at Long Island Point jetty. 

Distance from manifold flange to ship's side: Minimum 1.0 m., 
maximum 4.5 m. to 5.0 m. 

5. Only clean ballast from segregated ballast tanks is permitted to be 
discharged into Western Port Bay (i.e. no ballast water from any tank 
capable of carrying oil is permitted to be discharged into Western Port 
Bay notwithstanding the cleanliness of the tank or the previous cargoes 
carried in the tank). 

There are no ballast reception facilities at Crib Point. Esso can accept 
up to 16,000 tonnes of ballast without difficulty and up to 20,000 tonnes 
with 1 week's notice. Quantities in excess of 20,000 tonnes may, in 
exceptional circumstances, be accepted by Esso but only after 
consultation with the terminal management. 

6. Consultation with Port Authority is required prior to fixing any vessel 
over 100,000 d.w.t. or having loaded draft over 13.0 m. into or out of 
Western Port. 


Crib Point Jetty: (2 Berths, 13 n.m. from Entrance): Berths are State 

owned and are out of commission. The approach channel has 14.3 m. 

baw chart datum, swing basin has a diameter of 610 m., and depth of 
3m. 

No. 1 Crib Point: Capable of accommodating 165,000 tonne tankers 

with a depth alongside of 15.8 m. Shore gangway used at this berth. 

Grades Handled — Crude oil direct from LIP via 42 in. line. 

Hose and pipeline diameters: 

Crude: 4x 12 in. diameter hoses. 224 in. diameter pipelines. Pumping 

rate up to 5,000 t.p.h. Max. back pressure 150 p.s.i. Hoses connected 

by shore labour. Airdraft to manifold 16.5m. above MHW. Ballast 

capac — Nil. 

No. 2 Crib Point: State owned and now out of commission. Capable of 

accommodating vessels to 95,000 tonnes deadweight (in ballast) with a 

depth alongside of 12.8m. Shore gangway available. Two dolphins 

provided 61 m. apart. 


Long Island Jetty (7 Berth 15.5 n.m. from Entrance): Berth is State 

owned and utilised by Esso (Australia). The approach channel has a 

depth of 14.3 m., swing basin has a diameter of 548 m. and a depth of 

14.3 m. There is a depth of 15.8 m. alongside the berth. Berth used for 

export of Gippsland Crude and LPG. Can accommodate vessels up to 

165,000 tonnes. Shore gangway used. 

Long Island Terminal — General: 

Tank Height above sea level — Crude Base 13.7 m. Tank Full 28 m. 
LPG Base 7.6 m. Tank Full 36.6 m. 


Distance of tank farm Crude 3 km. 
to Jetty — LPG 1 km. 
Hose and Pipe-line diameters: 
No Hoses. “Chicksan” arms used. Airdraft to manifold 17.5 m. 
above MHW. 


Crude: 2x16 in. and 1x12 in. diameter loading/ballast arms. 230 in. 
diameter pipelines. 

Max. pumping rate 7,250 t.p.h. Max. back pressure 125 p.s.i. 

LPG: 3x12in. diameter loading/vapour arms. 1x20in. diameter 
refrigerated pipeline. 1x12in. diameter vapour pipeline. 14 in. 
diameter pressure pipeline. 

1x8 in. diameter loading arm for refrigerated and pressure LPG is 
also fitted with a 4 in. vapour return line. 

Max. pumping rate — refrigerated products 1,400 t.p.h. 

— pressure product 45 t.p.h. 
Following are requirements for LPG carriers loading at Long Island 
Point Jetty: 

1. Vessels to present at loading port with cargo tanks precooled and 
ready to load fully refrigerated butane and must contain a liquid butane 
heel. Similar procedure for propane. 

2. Vapours in the ship's tanks must not contaminate the product in 
any way that may cause the quality specification to be exceeded in any 
particular case. 

3. Vapours in the ship’s tanks should not react with the product in 
any way to cause a hazard or prevent the vapours from being returned 
to the shore compressor system. 

4. The ship’s tanks must be free of sulphur compounds/L.G. 
odourants. 

Manifold connection requirements: 


Distance manifold flange to ship's side Min. 0.91 m. (3 ft.) 
Max. 3.66 m. (12 ft.) 

Height C/L manifold flange above water level/ 
vessel Lightest Condition: 17.04 m. (55.9 ft.) 
Manifold spacing Min. 1.83 m. (6 ft.) 


Min. 7.6 m. (2 ft. 6 in.) 
Max. 1.60 m. (5 ft. 6 in.) 
Flange connection 305 mm. (12 in.) 150 ASA to match Chicksan Arms. 
Connection to be approximately mid way between stern and stem to 
enable satisfactory mooring of vessel.. 

Hoses will not be permitted for the loading of refrigerated LPG. 
Compliance with standard safety check list is required. 
Reducers: Terminal has 6 in., 8 in., 10 in. and 12 in. ASA Reducers. 
Arms connected by Esso. 
Ballast Facilities: Normal capacity 16,000tonnes and up to 
20,000 tonnes with one week's notice. Quantities in excess of 
20,000 tonnes may, in exceptional circumstances, be accepted by Esso, 
but only after consultation with the terminal management. 


Height of C/L manifold flange above deck 
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Pollution: Cases of discharging dirty ballast or oil spillage will be 
investigated and vessels are liable to fines and/or detention. Vessels 
shall not discharge into the waters of the port any part of the contents 
of their cargo, slop or ballast tanks (this includes clean ballast) or tank 
washings or bilges which are liable to pollute these waters. Masters shall 
ensure that pipelines and equipment are clean before using them for 
discharging anything into the waters of the port. Scuppers shall be 
plugged effectively and no leakage or spillage from any vessel shall be 
allowed to leak or be swept proton. ash 

Masters of vessels must seek permission from the Port Authority 
before pumping anything into the waters of the bay. 

The State of Victoria has stringent laws in force concerning the 
pollution of the sea by oil. 

Smoke emissions controlled under the Clean Air Act which will operate 
under the jurisdiction of the Environment Protection Authority. 

Ballast (Tankers): All ballast contained in tanks connected in any way 
to the vessel's cargo carrying system, is to be discharged to shore 
tankage. 

Fire Precautions: Tankers shall not immobilise main engines whilst 
alongside jetties. No oil cargo handling or physical preparation for same 
permitted unless firewatch tug is on duty. 

Tank Washing/Gas Freeing: Permitted alongside subject to approval 
from the Port Authority. All tank washings to be discharged ashore. 
Garbage: No garbage or rubbish shall at any time be jettisoned into the 
waters of the port. The Master, Owner or Agent of a ship shall, through 
the Port Authority, make all arrangements for garbage and rubbish to 
be collected from ships within the port and to be delivered to the port 
incinerator for destruction. 

Bunkers: Small quantities of marine fuel are available from road tankers. 
Fresh Water: Available, approximate rate 100 t.p.h. Approximate price 
$1.00 per 4.5 cu.m. Delivered from hydrants at Jetty Heads at all Berths. 
Density: Average density between 1025 and 1030 oz. per cu.ft. 
Mooring: Vessels secure to oil jetties using ship's lines and shore 
preventer wires, if considered necessary. See “Plan”. 

Also see “Shipmaster's Report” dated April 1993. 

CONSULS: None. 

REPAIRS: Facilities for medium size deck and engine repairs. All repairs 
subject to Port Authority’s approval. 

SURVEYORS: Cargo Inspectors: Caleb Brett, Cargo Superintendents 
available from Melbourne. All major classification societies, surveyors 
and insurers represented as for Melbourne. 

GANGWAY/DECK WATCHMAN: A shore watchman may be hired. 
Cost borne by the vessel. 

CERTIFICATES: 

Clearance from last port. 

Ship's Register. 

Articles of Agreement. 

Official Log Book. 

Load Line Certificate. 

Safety Radio Certificate. 

Safety Equipment Certificate. 

Safety Construction Certificate. 

Derat Certificate. 

IMO Certificate of Fitness for LPG Carriers. 

Light Dues Certificate (receipt). 

Pratique Certificate from last port (if to be used in this port). 
CUSTOMS ALLOWANCES: (a) Tobacco: each crew member permitted 
either 200 cigarettes or 250 gm. of pipe tobacco, or 250 gm. of Fine Cut 
Tobacco out of Bond. (b) Wine and/or Spirit: each crew member is 
allowed 1 litre of wines or spirits (opened). 

CARGO GEAR: No shore cranes. All vessels must comply with 
Commonwealth of Australia Regulations prescribed under the 
Navigation Act. 

REPATRIATION: Facilities available. 

AIRPORT: Nearest major commercial airport is Tullamarine, 55 miles 
distance, from which there are frequent interstate and international 
ae Airport accessible by road in about 2 hours by taxi-car. 
HOLIDAYS: Oil terminals work on all holidays. Steel Works observe 
close holidays. 

POLICE/AMBULANCE/FIRE: Police Hastings 790222; Ambulance 
Frankston 7832222; Fire. Hastings 791345, and Crib Point 839221. 
TELEPHONES: A telephone service may be installed onboard every 
ship berthed at the tanker terminals. STD (Subscriber Trunk Dialling) is 
not available from these telephones. Trunk calls may be obtained by 
dialling 0176 and reversing the charges. 

SERVICES: Licensed compass adjuster available. Underwriters’ 
Representatives available. Radio and radar repairs available. 
BANKS: American and European bank offices are represented from 
Melbourne. 

EMERGENCY CO-ORDINATION CENTRE: Port Emergency Plan is 
activated by Duty Harbour Master with Co-ordination — initially 
established in the Port Authority Office, Stony Point. 

STORING: Vessels may be stored by barge or truck. At tanker terminals 
storing is not allowed during loading or discharging operations. Trucks 
and forklifts are restricted to a point 60 m. from jetty head. Bonded stores 
are handied under Customs supervision. Local labour is available to 
assist with storing. 

SHORE LEAVE: Crew members permitted shore leave, and launches 
can be supplied to vessels at anchor, provided vessels have pratique, 
and have been cleared by Customs. 

IDENTIFICATION CARDS: Required for all nationalities except Canada, 
Chile, China, Denmark, Egypt, Fiji, Ghana, Hong Kong, India, Iran, 
Israel, Italy, Japan, Kenya, Lebanon, Malaysia, Malta, Nauru, New 
Zealand, Norway, Pakistan, South Africa, South Korea, Tanzania, 
Uganda and United Kingdom. Also see “Melbourne”. 

Cards available from Customs on arrival, if required. 

GARBAGE DISPOSAL: Collected by road from small vessels at the Oil 
Terminal and all vessels at the steel works. Other collections by launch. 
The service is co-ordinated by the Port Authority. 
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(eee OIL DISPOSAL: By arrangement with Oil Terminal Operator 
SSO). 

DELAYS: No delays anticipated. Port operates 24 hours per day. 
SHIPMASTER’S REPORT: April 1993 (Updated 1994). 

Information listed is additional to requirements covered in “Guide to 

Tanker Ports”. 

Berth: Long Island Point (LPG). 

Pre-Arrival: ETA every 2 days to Essolip, attn. Clare Caughey (Telex: 
Essolip AA31457). 

Crew list faxed to Agent with following information required: 

. Reference No. in agreement. 
. Family name. 

Given names. 

Sex. 

. Rank/rating. 

. Identity document type. 
Document number. 

. Date of birth. 

. Country of birth. 

10. Nationality. 

Ballast changed on passage with coordinates in Movement Book/Deck 
Log/Official Log Book. 

Pilotage/Immigration Pre-Arrival information as per “Guide”. 
Documents: All ship's certificates, copy of Certificate of Fitness to Agent. 

Customs Officer doubled as Immigration Officer. Must use Australian 
forms which he brought out to anchorage. 

Forms required: 

1 copy (Australian Form 5) Articles owned by or in possession of 

crew. 

1 copy Stores List (declare ely only). 

3 eee Crew List, 1 each for Customs/Immigration, Agent, Harbour 

aster. 
Pilot: Boarded 3 miles South of West Head. Must use manropes. 

Ship anchored North of Cowes on Philip Island. Good holding ground. 
boll Port is tidal with tide running at approximately 3 knots at 

prings. 

Berthed portside to against the ebb. Moorings (3, 2, 2), head and 
sternlines soft ropes. There is a shore preventer wire, but due to size 
of vessel's wires, Esso felt it unnecessary to use it. 

Tugs: “Cooma” and “Hastings”, each 3,800 h.p. with 50 tonne bollard 
pull. Tugs made fast fore and aft, tug’s lines used. 

Jetty: Runs North to South, and is well fendered along parallel body. 
Moorings made fast on slip hooks. First moorings ashore are springs 
sent by shore messenger, the other moorings sent by mooring launch 
to dolphins numbered 1 to 6 (North to South). Offshore anchor lowered 
clear of pipe. Standard fire wires rigged. 

Shore Gangway/Connections/Bunkers: To enable gangway to land 
clear of obstructions on deck, Northerly 2 Chicksan arms connected to 
ship's aft 2 manifolds, connected 1 liquid and 1 vapour. Vapour 
connection fitted for emergency use only with no metering of returned 
gas. Connections are both 12 in. 150 ASA. No bunker/bulk lubes, no 
barge at Western Port, Esso do not allow any bunkering operation on 
their jetty, so must do this at anchor. Understand bunker/lubes barge 
would have to travel from Melbourne via Southern Ocean. Limited supply 
of lubes available in drums. 

Connected ship's fire main into shore system using ship's hose. 
Pre-Loading Formalities: Formalities took 1.5 hours. Ship/shore 
telephone (battery type) placed in Office or Cargo Control Room. 
Business calls only on abbreviated numbers. There is an emergency 
stopon the walkie-talkie which stops shore pumps and closes shore valves. 

If constant wind speed reaches 30 knots, loading is stopped, and at 
35 knots Chicksan arms are disconnected. 

Loading went very smoothly with adjustment in rates undertaken 
quickly. Loading was slow as one shore tank decommissioned for 
10 year inspection, and towards the end of ers 2 remaining tanks 
were almost empty. Density Butane 5746 at 15°C in vacuum loading 
temperature —5°C. 

Safety: Ship/Terminal/Port Authority Safety Check List completed for 
pete! operation. In addition, Australian Maritime Safety Authority 
(AMSA) conducts safety surveys. 

General: Bangladeshi, Bruneian, Flipino and Pakistani nationals require 
Australian Seamans Identification Cards. These are provided by 
Customs, and require a full face photograph. We used ship's polaroid. 
These Identification Cards remain onboard. They are not shore passes. 

For crew signing-off, Customs issue “Permission to Offsign” docket, 
this covers Ag 20.00 departure tax at airport. 

Shore launch to anchorage costs A$ 875.00, so one has to be 
circumspect. This did not include Easter tariff. 

Stores launch/barge is available for hire at approximately $ 160.00 
per hour. Cost of labour to load stores is additional to this charge. 

New Seamans Club is situated 1.0 km. North of Long Island Point 
Jetty. Bus collects from jetty at 1845 hrs. Club is only open 1900 hrs. — 
2100 hrs., but there is a telephone and money changing facilities. 

Coin operated telephone on jetty. 

AUTHORITY: Port of Melbourne Authority, P.O.Box 4721, Melbourne 
3001. Tel: 03-611-1777. Telex: AA 34211. 

Local Authority: Port Authority —- Western Port Region, P.O.Box 102, 
Hastings 3915, Victoria. Tel: (059) 793733. FAX: (059) 775730. 
Contact: Marine Operations Manager. 

Hastings Harbour Control: Stony Point Road, Crib Point 3919, Victoria. 
Tel: (059) 839406. Telex: AA34051. FAX: (059) 838684. 


AGENT: See “Melbourne”. 


OBNANSWN= 


HAY POINT (including Dalrymple Bay), Queensland: 
21.16 S. 149.19 E. (See Plan) 


PORT LIMITS: The seaward Port Limits extend from the North shoreline 
at the entrance to Bakers Creek by a line in an East North Easterly 
direction to Lat. 21°10'S., Long. 149° 20’ E. thence East to Lat. 
21° 10'S., Long. 149° 30’ E., thence South to Lat. 21° 18’ S., Long. 
149° 30’ E. thence West to the shore South of Hay Point. 

A vessel is considered to have arrived when it anchors within Port 
Limits or if proceeding directly alongside at the time when the Pilot 
boards. 

DOCUMENTS: The documents required by the Customs Department 
are: 

2 Crew Lists. 

1 Declaration of Dutiable Goods (Australian Customs Form 5) 

1 Ports of Call List showing previous 6 ports 

1 List of Dutiable Stores and Drugs held on board (Australian 

Customs Form 42A) 
Last Port Clearance. 
The Customs Officer will also wish to sight the following documents: 
Ship's Register 
Safety Radio Certificate 
Safety Construction Certificate 
Safety Equipment Certificate 
Load Line Certificate. 
The documents required by the Department of Health are: 
2 Declarations of Health (Australian Government Department of 
Health Form Q.360) 

1 Crew List 

1 Vaccination List 

1 Ports of Call List. 

The Quarantine Officer will also wish to sight a current Derat 
Exemption Certificate. 


PILOTAGE: Hay Point: Pilotage, which is compulsory is provided by the 
Queensland Department of Transport, Marine and Ports Division, whose 
Pilots are stationed at the port. Vessels should notify the Harbour Master, 
through their Agents of their ETA 24 hours before arrival and they will 
be advised of the Pilot boarding area. The boarding areas are generally 
2.3 miles S.E. or N.E. of Hay Point Wharf, depending on whether the 
vessel is berthing port side or starboard side alongside. 

Vessels must make a good lee for the pilot boat and have a pilot 
ladder rigged in accordance with the provisions of the Navigation 
(S.O.L.A.S.) Regulations. 

Boarding of Pilots may be possible by helicopter if vessel meets 
certain requirements. The decision will be made after radio 
communication with the vessel. 

Dalrymple Bay: Pilotage is compulsory for all vessels. The Pilot Boarding 
Area is normally 1.5 miles E.N.E. of the berth. Vessels should be 
underway and follow instructions given by either the Pilot or “Hay Point 
Harbour”. Only during berthing, trim should not exceed 2.5 m. by the 
stern with the propeller fully immersed. Pilot transfer will be by helicopter. 
Vessels should advise their Agent at the earliest opportunity if they 
cannot accept a helicopter land-on situation. 

Coastal and Reef Pilotage: Pilotage through Hydrographers Passage, 
Palm Passage, Grafton Passage and the Inner Route of the Great 
Barrier Reef to Torres Strait is conducted by licensed pilots of the 
Queensland Coastal Pilot Service Pty.Ltd. and the Queensland Coast 
and Torres Strait Pilot Service. See ‘Torres Strait” for details. 

Masters are advised that pilotage in the Inner Route and at 
Hydrographers Passage is compulsory. Pilotage in the Great North East 
Channel is recommended by IMO. See “Torres Strait’. 
Hydrographers Passage: Masters’ attention is drawn to Sailing 
Directions for Hydrographers Passage compiled by the Australian 
Department of Transport. Relevant extracts are: 

“Hydrographers Passage shortens the route between Hay Point and 
Japan via Rossel Island by approximately 220 miles’. 

Note 1: In 1987 the R.A.N. surveyed Diamond Passage in the Coral 
Sea. Use of this channel and Jomard Entrance now results in a voyage 
reduction of about 245 miles. 

“Vessels too deep to pass through Torres Strait in safety and bound 
for ports in the Singapore to Europe (via Suez) range may find it shorter, 
and with a greater likelihood of favourable weather and currents, via 
Hydrographers Passage, East and North of Papua New Guinea, and 
through Sagewin Strait, than the alternative route via Bass Strait and 
the Great Australian Bight." 

Note 2: The route via Hydrographers Passage, Diamond Passage and 
North of Papua New Guinea to Suez is approximately 125 miles shorter 
than the Great Australian Bight route. 

Note 3: During the Southern Winter months, vessels bound for Europe 
via the Cape of Good Hope have found better sailing conditions and 
obtained a faster voyage by taking the route North of Papua New Guinea 
rather than the Great Australian Bight. 


ANCHORAGE: Northern Anchorage: 9 anchorages. 
Southern Anchorage: 7 Anchorages. 
Also see “Plan”. 


RESTRICTIONS: A vessel arriving at the port must have its propeller 
totally immersed and be trimmed not more than 2.5 m. by the stern. 
Maximum departure draft is dictated by the height of tide and is 
calculated on the basis of maintaining an underkeel clearance in the 
departure channel equal to 10% of draft + 0.6 m. Channel depth is 
13.03 m. and vessels on maximum draft will sail 1 hour before HW. 
While alongside vessels must maintain a minimum underkeel 
clearance of 1.5 m. 
Vessels over 100,000 D.W.T.: We have been advised that restrictions 
in excess of the published draft calculations exist for vessels in excess 
of 100,000 tonnes deadweight calling at the port. 
The restrictions depend on to which side the vessel berths to at Hay 
Point No. 1 or the Dalrymple Bay berth. Hay Point No. 2 is not affected. 


AUSTRALIA 


The following apply: 
Hay Point No. 1 

Vessels berthing port side to: Normal draft calculations apply. 

Vessels berthing starboard side to: Normal draft calculations. 
Dalrymple Bay 

Vessels berthing starboard side to: Normal draft calculations apply. 

Vessels berthing port side to: Normal draft calculations less 

additional 0.9 m. if vessel of 
100,000 d.w.t. and over. 

The state of the tide determines which side to each vessel will berth. 
However, by arrangement with the shippers the vessel can wait for a 
more suitable state of tide to enable the vessel to berth on the side 
viflrsh draft restrictions do not apply. This can result in delays of up to 
4 hours. 


MAX. SIZE: Hay Point: 
Berth No. 1: 150,000 d.w.t. 
Berth No. 2: 230,000 d.w.t. 

Dalrymple Bay: 

Vessel Size: 20,000 d.w.t. (minimum). 
230,000 d.w.t. (maximum). 
320 m. (maximum). 

50 m. (maximum). 


Length Overall: 

Breadth: 

Distance from forward end of 
foremost hatch to after end of 
aftermost hatch to be loaded: 214 m. (maximum). 

Maximum Berthing Displacement: 110,000 tonnes. 

Minimum Clearance between 
Deck Obstructions: 15.0 m. 

Maximum Draft Table — Port of Hay Point: 


Height of Tide Draft Height of Tide Draft 
(m.) (m.) (m.) (m.) 
0.0 11.29 3.4 14.38 
0.1 11.38 3.5 14.47 
0.2 11.47 3.6 14.56 
0.3 11.56 3.7 14.65 
0.4 11.65 3.8 14.74 
0.5 11.74 3.9 14.83 
0.6 11.83 4.0 14.92 
0.7 11.92 41 15.01 
0.8 12.01 4.2 15.10 
0.9 12.10 4.3 15.20 
1.0 12.20 4.4 15.29 
1.1 12.29 4.5 15.38 
1.2 12.38 4.6 15.47 
1.3 12.47 4.7 15.56 
1.4 12.56 4.8 15.65 
a5, 12.65 4.9 15.74 
1.6 12.74 5.0 15.83 
aby 12.83 5.1 15.92 
1.8 12.92 5.2 16.01 
1.9 13.01 5.3 16.10 
2.0 13.10 5.4 16.20 
2:4 13.20 5.5 16.29 
2.2 13.29 5.6 16.38 
2.3 13.38 5.7 16.47 
2.4 13.47 5.8 16.56 
2.5 13.56 5.9 16.65 
2.6 13.65 6.0 16.74 
2.7 13.74 6.1 16.83 
2.8 13.83 6.2 16.92 
2.9 13.92 6.3 17.01 
3.0 14.01 6.4 17.10 
3.1 14.10 6.5 17.20 
3.2 14.20 6.6 17.29 
3.3 14.29 6.7 17.38 


Vessels over 100,000 d.w.t. berthed portside to have their underkeel 
clearance increased. Deduct 0.9 m. of the available draft indicated in 
the above table. 


HEALTH: Radio Pratique may be requested through a vessel's Agents, 
between 12 and 24 hours prior to arrival. This is generally granted if 
there are no unusual circumstances. See “General” before first port. 

On receipt of quarantine message the Agent will obtain from the 
Harbour Master an anchorage position and advise vessel not berthing 
on arrival. 

Inspections may be carried out at the jetty or at anchorage at the 
discretion of the Quarantine Office. 

Pratique is available in the berth on a 24 hour basis, 7 days per week. 

Rat guards are to be maintained on all mooring lines whilst the vessel 
is alongside. 

Whilst in the vicinity of the port, vessels are required to store garbage 
aboard in containers approved by the Quarantine Inspector. 


VHF: There are VHF Marine Radios installed at the berths and on the 
tugs and lineboats for communications during berthing and unberthing 
operations. 
Vessels should keep a continuous watch on Channel 16, commencing 
2 hours before arrival and while at anchor. 
The call sign for the Port is “Hay Point Harbour’. 
The port working channels are: 
Channel 12: 156.60 MHz (Operations). 
Channel 14: 156.70 MHz (Operations). 
Channel 16: 156.80 MHz (Calling). 
Channels 6, 8, 67 and 74 are also available. 


TUGS: 2 tugs each of 75 tonnes bollard pull are available to service 
vessels using the Central Queensland Coal Associates wharves and 
2 Z-peller tugs each of 55 tonnes bollard pull are available for the 
Dalrymple Bay Terminal. Tugs normally join vessel at pilot boarding 
area. Tugs lines are used. 


111 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


RADIO: Radio messages can be sent through Sydney Radio (VIS) but 
within 24 hours of arrival Townsville Radio (VIT) provides a faster 
service. 


Notification of Expected Arrivals and Loading Plan: Hay Point: It is 
required that the Master of an incoming vessel notify by radio/telex of 
the estimated time of arrival at the Port, 7 days, 48 hours and 24 hours 
prior to expected arrival. Local time should be used in all 
communications. The loading plan should be provided 48 hours prior to 

expected arrival time. Messages should be addressed to 4HUTAHSHIP, 
rie Point, Telex AA48148. 


Advice of Arrival: Dalrymple Bay: All ships scheduled to load at 
Dalrymple Bay Coal Terminal (DBCT) are to radio, through the normal 
recognised coastal radio patore or by telex, the following notifications, 


addressing their me: 
4M ALBAY, Mackay 


Cables: 
Telex: AA46374 


(i) 7 days before the intended arrival at the Port, or on departure 
from the last discharge or loading Port, whichever is the sooner, 
advising answers to the following questionnaire? 


(a) 

— ETA at DBCT anchorage. 

— Hatchwise stowage and loading sequence, specifying the 
quantity of each cargo pour, based on loading with one 
loader at rates of up to 7,000 t.p.h. 

— Where multiple parcels are being loaded, confirm that each 
parcel can be completed before ef the next parcel. 

— Arrival and departure drafts, fore and aft, based on the 
maximum allowable stern trim for berthing of 2.5 m. with 
propeller fully immersed. 

NOTE: Ballast tanks, where possible, should be either fully 
pressed up or empty. 

— Total time required for deballasting. 

— Berthing airdraft. 

— Distance from side of vessel to inside edge of hatch 
coaming. 

— Please confirm all cargo holds are free from previous cargo 
residues. 

— Type of hatch cover. 

— Advise any obstructions protruding beyond ship's side. 

— Can your vessel accept a helicopter land-on situation? If so, 
specify the hatch number or dimensions of the largest hatch 
and the distance between obstructions one metre above 
hatch top. 

— Does your vessel have Australian Radio Pratique format 
questions (A) to (K)? 

— Does your vessel have a copy of all Australian Customs 
Forms? 

Master's Name, Number and Nationality of Crew. 
NOTE: Send 48/24 hour ETA notices together with confirmation 
of total cargo required to Shippers 4MDALBAY, Mackay (Telex: 
AA46374). 


(b) Masters of vessels which are only part loading at DBCT shall 
advise the following additional information: 

If arriving part loaded: 

— Berthing Displacement. 

— Previous Loading Port. 

— Stowage of Loaded Cargo. 

If completing loading at subsequent Port(s): 

— Next Loading Port. 


(c) Masters of O.B.0. vessels are to supply the following 
information: 

— Nature of the preceding 3 cargoes the vessel has carried. 

— Date and place the last petroleum product was discharged. 

— Statement on the condition of the slop tanks. Are these 
pressed up or fully inerted and sealed? 

— Date, place and authority of issue of the Gas-free Certificate 
carried on board. 


{ii) 48 hours and 24 hours before intended arrival at the Port 
om advising: 
— Confirmation or variation of previously advised ETA at the 
anchorage/pilot boarding ground. 


(iii) Immediately upon arrival at the anchorage/pilot boarding ground 
as designated, within Port limits, advising: 
— Arrival/Anchorage time. 
— Chart position. 
— Declaration that the vessel is in all respects ready to load, 
with clean hatches and hatch covers opened on berthing. 
— First pour. 
Actual arrival drafts, Forward and Aft. 
BERTHS: The Port of Hay Point currently consists of 3 coal loading 
berths as follows: 


Central Queensland Coal Associated Berth No. 1: 
Berth Details: 


Berth Alignment 350° True 
Design ship size 14,500 — 150,000 d.w.t. 
Dredged Depth 16.38 m. 
Dredged Width 60.96 m. 
Dredged Length 342.90 m. 
Depth outside dredged area —13.03 m. 
H.A.T. +7.14 m. 
M.H.W.S. +5.78 m. 
M.H.W.N +4.46 m. 
M.L.W.N +2.22 m. 
M.L.W.S +0.90 m. 
eB —0.00 m. 
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Belt 


Belt speed 
Shiploader has pivoted boom. 


Mooring Dolphins: 


Gangway Landing Platform RL 9.2 m. 

Distance to the outer edges of the 
6 fenders 203.6 m. 

(Note: All levels refer to chart datum). 

Shiploader: 
Nominal loading rate 4,000 t.p.h. 
Longitudinal travel distance 188.98 m. 
Longitudinal travel speed 30.48 m.p.m 
Longitudinal creep speed 6.10 m.p.m 
Shuttle travel length 18.59 m. 
Shuttle travel speed 10.97 m.p.m 
Telechute hoist/descent speed 10.06 m.p.m. 
Spout rotation +190° at 1 r.p.m. 
Maximum outreach of telechute 26.52 m. from fender face. 
Belt size 183 cm. 


267.31 m.p.m. 


1MD1 4x 100 tons sliphooks with capstan 
1MD2 3x 100 tons sliphooks with capstan 
1MD3 3100 tons sliphooks with capstan 
1MD4 3x 100 tons sliphooks with capstan 


Breasting Dolphins: 
2x 100 tons sliphooks with capstan 


1BD1 


1BD2 to 5 1150 tons sliphooks with capstan 


1BD6 


Berth Alignment 
Design ship size 


Spout rotation 

Maximum outreach of telechute 
Belt size 

Belt 


Inner shuttle 

Outer shuttle 
Maximum outreach of inner shuttle 
Intermediate outreach of inner shuttle 
Outreach of telechute corresponding 

with intermediate position of 

inner shuttle 


2x 100 tons sliphooks with capstan 


Central Queensland Coal Associates Berth No. 2: 


330° True 
25,000 — 200,000 d.w.t. 


Dredged Depth —16.68 m 
ie en? Width 60.96 m. 
Dredged Length 365.76 m. 
Depth outside dredged area 13.03 m. 
H.A.T. +7.14m 
M.H.W.S. +5.78 m 
M.H.W.N. +4.46 m 
M.L.W.N. +2.22m 
M.L.W.S. +0.90 m 
LA.T. —0.00 m 
Gangway Landing Platform RL 10.0 m. 
Distance to the outer edges of the 
6 fenders 188.7 m 
(Note: All levels refer to chart datum). 
Shiploader: 
Nominal Loading Rate 6,000 t.p.h. 
Maximum longitudinal travel distance 191.41 m. 
Normal longitudinal travel distance 
(between limit switches) 184.40 m. 
Longitudinal travel speed 30.48 m.p.m. 
Longitudinal creep speed 15.24 m.p.m. 
Shuttle Travel speed 15.24 m.p.m. 
Telechute travel height 18.29 m. 
Telechute hoist/descent speed 6.10 m.p.m. 


+190° at 0.7 r.p.m. 
28.96 m. from fender face. 
213 cm. 


256.03 m.p.m. 

281.94 m.p.m. 

3.96 m. from fender face. 
3.66 m. inside fender face. 


21.34 m. from fender face. 


Elevation of bottom of inner shuttle +23.93 m. 
Elevation of telechute retracted +23.93 m. 
Elevation of telechute fully extended +5.64 m. 
Elevation of base of Operator's Cab +25.30 m. 
Telechute can be rotated in the fully 

retracted position to +25.60 m. 


Mooring Dolphins: 


2MD1 4x 100 tons sliphooks with capstan 
2MD2 3x 100 tons sliphooks with capstan 
2MD3 3100 tons sliphooks with capstan 
2MD4 3x 100 tons sliphooks with capstan 


Breasting Dolphins: 


2BD1 3x 100 tons sliphooks 


2BD2 to 5 1100 tons sliphooks on each 


2BD6 2x 100 tons sliphooks 


Dalrymple Bay Coal Terminal Berth No. 1: 
Approach Trestle: 

Approach Trestle Length 

Trestle Conveyor Capacity 


3,850 m. 
7,200 t.p.h. 


Whart: 

Design Vessel — Maximum 200,000 d.w.t. 
Design Vessel — Minimum 20,000 d.w.t. 
RL Top of Front (seaward) Rail +17.6 I.w.d. 
Number of Berthing Dolphins 7 
Number of Mooring Dolphins 4 
Distance between extreme 

Berthing Dolphins 254 m. 
Distance between extreme 

Mooring Dolphins 490 m. 
Berthing Dolphin Fender Type Bridgestone — C2250H 

—R1 Cell Type 

Berth Depth —19.62 m. |.w.d. 
Channel Depth —13.03 m. l.w.d. 
Maximum Predicted Spring Tide 6.7 m. 
MHWS 5.78 m. 
MHWN 4.46 m. 
Available Draft in Channel at MHWS 

with Underkeel Clearance” of 2.27 m. 16.55 m. 
Available Draft in Channel at MHWN 

with Underkeel Clearance” of 2.15 m. 15.35 m. 
Wharf Conveyor Belt Width 2,000 mm. 
Wharf Conveyor Belt Speed 4.94 m./sec. 


Loading Rate 7,000 t.p.h. (max.) 

Max. Reach from Fender Face 34.0 m. 

Max. Air Draft above L.W.D. 30.3 m. 

“Underkeel Clearance = 10% of draft +0.61 m. 
Moorings: Due to the open sea nature of the berths vessels with wire 
rope moorings should have a synthetic tail at least 10 m. long fitted to 
assist in mooring and to reduce breakages. 


MOORING: Dalrymple Bay: Mooring lines are taken ashore by line 
launches. First lines must always be of synthetic or similar floating type. 
Vessels using heavy wire ropes, for whatever purpose, shall have the 
ends terminated with a rope spring, finished with a standard eye for 
placing over the bollards and slip hooks. The rope spring should not be 
less than 17.0 m. long to facilitate manhandling. 

All mooring lines are to have a 3.0 m. tail of light rope spliced into the 
eye to facilitate the transfer from the launch to the dolphins. 

Mooring lines which do not meet these specifications may be refused. 

No vessel shall be moored or fastened to any wharf except to bollards, 
slip hooks or other securing places provided for the purpose. 

It is the Master's responsibility to ensure that all mooring lines are 
adequate and in good condition. 

Mooring lines shall be kept taut and secure at all times whilst 
alongside. Time lost as a result of improperly secured lines will be 
charged to the vessel's account. 

Heaving lines are to be tied at the splice of the eye on spring and 
breast lines to facilitate manhandling 
Hay Point: Every vessel at berth shall be properly moored, fastened or 
anchored as the case may require, and it is the Master's responsibility 
to ensure that all lines are adequate and in good condition for all 
operations. Lines should be kept taut and secure at all times at the berth. 

First lines must always be of synthetic or similar, preferably of floating 
type. Wires may be used for springs and breast lines but are not 
recommended for head or stern lines. 


LOADING: Dalrymple Bay: Loading Coal: For cargo stowage 
calculations the following stowage factors may be used as a guide: 

Blair Athol : 41.5 cu.ft./tonne 

Riverside : 38 cu.ft./tonne 

German Creek : 37 cu.ft./tonne 

Oaky Creek : 38 cu.ft./tonne 

Vessels shall be in all respects ready to commence loading on 
completion of mooring, with holds clean and hatch covers open. A 
detailed loading plan, agreed to by the Company, which clearly shows 
hatch quantities, loading sequence and quantity of coal to be reserved 
for trimming, including anticipated sailing draft, is required to be 
presented before loading can commence. 

Ballast shall be adjusted to ensure that a minimum clearance of 1.0 m. 
is maintained between the vessel's structure and the Shiploader at high 
water. Ballast is to be discharged at a rate which prevents disruption to 
loading, final trimming or completion. 

Geared vessels are to have cranes lowered to the horizontal position 
on the offshore side of the vessel during loading. Cranes should not be 
swung out of the parked position until the Draft Surveyor has read initial 
drafts and confirmed these with the Chief Officer. 

Loading Procedures: A portable radio and telephone will be placed on 
board for ship/shore communications during shiploading operations. 

The Shiploader Operator is in direct radio and telephone contact with 
the Control Room and the Terminal's Production Supervisor at all times. 
In case of problems during loading, the Production Supervisor may be 
contacted via the Shiploader Operator or the Control Room. The 
telephone numbers of these are listed on the Terminal Loading Plan, a 
copy of which is retained by the Master. 

The responsible ship's officer may direct the Shiploader Operator at 
any time. 

The Shiploader Operator will contact the on-duty ship's officer by radio 
and request that a deck officer be present during the last 15 minutes of 
final trimming of all hatches estimated to be loaded to between 90% to 
100% capacity. 

The stowage of coal is the sole responsibility of the Master or his 
nominee, and his instructions and directions will be complied with within 
the limits of the Terminal facilities. Any changes in loading sequence 
must be immediately relayed to the Production Supervisor. 

The coal is either reclaimed from the Terminal’s stockpiles by 
Bucketwheel Reclaimers or received direct from the Rail Receival 
Station. It then passes through a 1,200 tonne capacity surge bin, after 
which it is conveyed a distance of 3.8 km. to the Shiploader at a nominal 
rate of 7,000 t.p.h. 
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On directing the Shiploader Operator to stop loading during normal 
operations, between 150 and 200 tonnes of coal will need to be poured, 
to empty the wharf conveyor belt, before the Shiploader is permitted to 
travel from South to North. 

At the completion of loading, the entire conveying system will need 
to be emptied of coal. The surge bin and all Reclaim, Jetty, Wharf and 
Shiploader conveyor belts can hold up to 3,355 tonnes of coal, 
depending on the position of the Reclaimers and Shiploader and the 
feed rate being used. The Production Supervisor will be able to give an 
estimate of the quantity of coal to be expected. An allowance for these 
tonnages must be made during the final stages of loading. 

In the final stages of loading, a minimum quantity of 250 tonnes shall 
be requested for the final pour. 

Red, green and white list lights, clearly visible to the Shiploader 
Operator, are recommended fittings on all vessels loading coal. A fixed 
white light shall indicate the vessel is upright. 

The Shiploader Operator has been instructed to observe the trim lights 
and to keep the vessel upright during loading and to stop loading in the 
event of a hatch becoming too full. 

The sole responsibility for the correct and safe loading of a vessel 
and the assessment of tonnages being loaded, as is customary, rests 
with the Master and it is strongly recommended that a responsible officer 
is on deck at all times, directing and supervising the loading to a spout 
trimmed condition. No mechanical or manual trimming will be undertaken 
by the Company. The vessel is to provide sufficient lights on board for 
night loading and shall open and close hatch covers as recommended 
by the Terminal. 

Vessels which are scheduled to load more than one parcel shall 
complete each parcel before starting the next. When loading multi- 
parcels of coal, attention to the opening and closing of hatches is 
recommended to ensure each parcel is loaded into the required hold. 

Masters are cautioned that the determination of the mass loaded is 
carried out by Draft Survey and frequent “on the run” draft checks 
between hatch changes should be carried out. Whilst conveyor belts are 
equipped with weight scales, these figures can only be used as a guide. 
Reference to these will not relieve the Master of the responsibility of 
adequately maintaining draft checks and supervising the loading 
accordingly. 

Subject to tide, ships shall be ready to vacate the berth on completion 
of loading and have all gear tested and available for use on departure. 
Draft Survey: The weight determination of coal loaded onto a vessel is 
carried out by an approved Draft Surveyor utilising the ship's scales. 
All Draft Survey calculations will be rounded to the nearest tonne. 

An initial Draft Survey will be carried out on completion of berthing to 
determine all weights on board. The Surveyor will review the proposed 
loading plan and be available to advise the Master on the loading 
sequence and quantities most appropriate to the Terminal's facilities, 
equipment and early despatch of the vessel. 

During the final stages of loading, the Surveyor will attend the vessel 
and be available to advise the Master on the final trimming and cargo 
distribution. 

The final Draft Survey will be carried out immediately on completion 
of loading. 

The Master or a suitable person nominated by him is required to 
accompany the Surveyor and assist in determining the quantity of coal 
loaded and its stowage. 

Properly certified accurate and legible ships scales shall be made 
available to the Surveyor. 

The Draft Surveyor is approved by the Company to give guidance 
and advice which he considers to be in the best interest of the Terminal 
and the quick despatch of the vessel. The Company does not warrant 
the accuracy or reliability of such information nor shall it be liable for 
any act or omission on the part of the advice of the Draft Surveyor, 
howsoever caused. 

Gas-Freeing of Vessels: No Gas-Free Certificate signed by the Ship's 
Master will be accepted. 

The Master of an O.B.O. vessel shall not allow his ship to berth at 
the Terminal unless the vessel is certified to be gas-free and a Certificate 
of Test has been issued by an authority approved by Dalrymple Bay 
Coal Terminal Pty. Ltd., certifying that the tanks, holds and/or spaces 
are free from explosive, flammable and injurious gases, fumes and 
vapours and slop tanks are pressed up or fully inerted and sealed, and 
such certificate is still valid. 

Slop tanks pressed up or fully inerted and sealed shall not be opened 
whilst the vessel is alongside the berth. 

All costs in connection with the inspection, testing and issue of a 
Certificate of Test in relation to a tank or hold or space for the purposes 
of these requirements shall be charged to the vessel's account. 

A Notice of Readiness will not be accepted from an O.B.O. vessel 
unless it is certified gas-free in accordance with the above requirements. 
Shiploader: 


Maximum Loading Rate 7,000 t.p.h. 
Shiploader Conveyor Belt Width 2,500 mm. 
Shiploader Conveyor Belt Speed 3.2 m./sec. 
Maximum Operating Wind Speed 72 k.p.h. 
Maximum Reach of Chute 

from Front Rail 41.5 m. 
Fender Face from Front Rail 7.5m. 
Maximum Reach of Chute 

from Fender Face 34.0 m. 
Shuttle Travel 21.7 m. 
Shiploader Longitudinal Travel 214m. 
Highest Boom Working Position +12° 
Lowest Boom Working Position =6" 
Distance from 0.0 I.w.d. to Underside 

of Boom in +12° Position at 

Fender Face (Air Draft)** 30.3 m. 


Cyclone Security Tie down to strongpoint 
**Dimension shown provides for a clearance of 1.0 m. but location of 
Control Cabin and hatch covers should be checked for each berthing. 
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Hay Point: 
ta) Vessels will be loaded in turn: Vessels will be generally loaded 
in turn, in the order of arrival provided that: 
(i) A suitable berth is available. 
(ii) The vessel is ready in all respects to receive cargo. 
(iii) All the specified cargo is available at the Terminal. 
(iv) It is in accordance with the instructions of the Charterer or 
his Agent. 

(b) Detailed Loading Plan: Vessel shall present a detailed loading 
plan immediately on arrival, including hatch quantities with 
loading sequence and quantity of coal to be reserved for fore and 
aft trimming by hatches, including anticipated sailing draft. 

(c) Independent Marine Surveyor: The weight of each shipment shall 
be determined by an independent Marine Surveyor. The time 
used for all surveys shall be to the vessel's account unless 
alternative arrangements have been made. 

(d) Ship's Car = Stowage: Cargo is belt ms by weightometers 
during loading, however, no guarantee of accuracy can be given 
of this equipment. It is the ship's responsibility for maintaining 
draft checks during loading to obtain correct stowage and prevent 
overloading. 

(e) Shiploader Air Draft Clearance — Berth No. 2: The Shiploader 
boom on Berth No. 2 is of a fixed height horizontally shuttled out 
over a ship's loading hatch. 

The underside clearance of this loader is calculated at 24.0 m. 
minus the height of the prevailing high tide. 

Example: 6.0 m. tide would reduce the underside clearance to 
18.0 m. 

Vessels arriving at Hay Point allocated for Berth No. 2 must 
ballast down to an air draft in accordance with this calculation. 
The minimum air draft is taken as the highest point of a hatch 
cover or other structure that could obstruct the horizontal travel 
of the Shiploader from entering a designated hatch. 
Deballasting during loading must not exceed the loading rate to 
maintain safe clearance of a minimum of 0.6 m. between ship 
and loader for subsequent high tides. 

(f) Pre igs Vessel holds will be trimmed using the telescopic and 
spoon chutes on each Shiploader. No mechanical, on-board, 
trimming is available at the port. 

(g) Berth Dredged Depth: Berth No. 1 is dredged to 16.38 m. below 
chart datum. 

Berth No. 2 is dredged to 16.68 m. below chart datum. 
Loading will be suspended at low tide if the ship’s under keel 
clearance is calculated less than 10% of the final loaded draft. 
When the 10% clearance has been encroached the vessel must 
sail on the following high tide. 
Gas Free Certificates: The Master of every O.B.O. vessel shall include 
the following information with the 48 hour arrival notice (ETA), addressed 


to: 
By Radio: “4HUTASHIP” Hay Point 
By Telex: “AA48148 
Nature of preceding 3 cargoes the vessel has carried, and dates 
of loadin 7. 
Date and place last petroleum product was discharged. 
Statement on the condition of the slop tanks. 
Date and place of issue of the Gas-Free Certificate carried on 
board. 

No Gas-Free Certificate signed by the Ship's Master will be accepted. 

The Master of an O.B.O. vessel shall not allow his ship to berth at 
the Terminal facilities unless the vessel is certified to be gas-free and a 
Certificate of Test has been issued by an authority acceptable to the 
Port Authority, certifying that the tanks, holds and/or spaces are free 
from explosive, flammable and injurious gases, fumes and vapours and 
slop tanks are pressed up or fully inerted and sealed, and such certificate 
is still valid. 

Sampling Systems: Sampling of coal during shiploading operations is 
carried out by an independent registered analyst to determine the 
qualitative and quantitative aspects of each shipment. 

All samples are prepared and analysed in accordance with the current 
British Standards. 

B.S. 1016. Parts 1 — 21. Analyses and Testing of Coal and Coke. 

B.S. 1017. Part 1. Sampling of Coal. 

A Primary Cutter, actuated at preset time intervals, traverses the full 
width of the free falling coal stream delivering a representative increment 
onto a Belt Feeder. The Belt Feeder speed is controlled to deliver the 
primary increments to be continuously traversing Secondary Cutter, 
where a representative number of increments are extracted and 
deposited on a slow moving Reversible Belt Feeder. Discharge from 
this conveyor when reversed provides samples at top size for size 
analysis and other tests, while normal operation of this Feeder 
discharges the coal at a uniform rate into a Double Roll Crusher. 

The continuous discharge from the Crusher (minus 5 mm.) falls onto 
a Slotted Belt Feeder which conveys the sample reject to the Sample 
Reject Conveyor for return onto the main conveyor. 

The representative increments passing through the Slotted Belt 
Feeder are passed into a self-sealing container to/from the common 
gross sample. 

An automatically operated trolley changes the sample containers at 
predetermined tonnage intervals. 

The sampling system was tested for bias following the principles laid 
down in the standards. A full cross-section of coal from the stopped belt 
was used as the intrinsically unbiased reference method. Results from 
55 pairs of samples were statistically examined and no significant bias 
was found. 

Safe Departure Clearance: Safe clearance = 10% x Draft plus 0.6 m. 
Safe Clearance in Berths: Safe clearance = 10% x Draft. 

MEDICAL: Hospital and dental facilities available in Mackay 37 km. by 
road. Agent should if possible be notified at least 24 hours before arrival 
of medical attention required, or on Friday if arriving over weekend. 
DENSITY: Average 1024. 
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FRESH WATER: Not available. 

FUEL: Bunker enquiries can be directed to BHP Transport Pty.Ltd., 

Marine Fuels Department, Melbourne. Tel: (613) 6092473. Fax: (613) 

6092276. Telex: AA 30708. 

CONSULS: See “Brisbane”. 

pear ag Minor repairs only. Vessels not permitted to immobilise at 
rths. 

DRY DOCKS: None. 

SURVEYORS: Cargo and Draft Surveyors in attendance at berths. On 

hire and gas-free surveys can be carried out. Arrange through Agents. 

Department of Transport Surveyor — see “Gladstone”. 

Surveys: Vessels calling at the Port should be aware that the berths are 

open to the sea making measurement of slack ballast tanks difficult and 

time consuming. It is therefore desirable that vessels present with as 

many tanks pressed up and overflowing or empty to stripping level as 

can be achieved whilst complying with the Harbour Master's 

requirements. This will avoid possible lengthy delays at the intital survey. 

Surveyors: Associated Surveyors Queensland, Mackay, Queensland 

4740. Tel: 079-572864, 079-574188. Fax: 079-572861. Mail Address: 

P.O.Box 384, Mackay, Queensland 4740. 

Analysts and Surveyors: Carbon Consulting International Pty. Ltd., 

Mackay, Queensland 4740. Tel: 079-512522, (Hay Point) 079-563205. 

Telex: AA148180. Fax: 079-513340. Mail Address: P.O.Box 658, 

Mackay, Queensland 4740. 

GANGWAY/DECK WATCHMEN: None available. 

OPENING/CLOSING HATCHES: To be opened and closed by ships 

crew. 

CUSTOMS ALLOWANCES: 200 cigarettes, 26 oz. bottle spirits every 


10 days. 

REPATRIATION: Readily available through Mackay Airport which has 
daily connections to Brisbane and worldwide. 

AIRPORT: At Mackay 37 km. by road. Serviced by Australian Airlines 
and Ansett. Regular daily flights to Brisbane and Sydney. 

TIME: See “General” before first port 

HOLIDAYS: Public holidays as for Brisbane. Loading operations are 
unaffected except for Christmas Day. 

POLICE/FIRE/AMBULANCE: Police Tel: 512000. Ambulance Tel: 
572 222. Fire — contact relevant terminal operating company. 
EMERGENCY CO-ORDINATION CE! E: Australian Coastal 
Surveillance Centre, Canberra. Search and Rescue Tel: (062) 475 244. 
TELEPHONES: Hay Point: A public STD telephone is available on Berth 
No. 2. A private telephone is available at Berth No. 2 for shipping agents. 

Berth No. 2, Phone Booth No. 56308M7. 

Berth No. 2, Hay Point 079-563131 (Ext. 207). 

SERVICES: Compass adjusting and radio, radar or gyro repairs can be 

arranged if prior notice is given. 

a Major Australian banks are represented in Mackay. Contact 
lh ships’ Agent. 

SHO E LEAVE: Permitted. Nearest city is Mackay 37 km. away. 

IDENTIFICATION CARDS: Citizens of certain non-Commonwealth 

countries require identification cards. 

GARBAGE DISPOSAL: Not available. 

WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS/SERVICES: Usual local facilities. 

CURRENCY: Australian Dollar (A$). 

GENERAL: Charts and Publications: Australian Pilot Volume Ill. 

Australian Chart No. Aust. 249. Sailing directions and other information 

for the Ports and Harbours of Queensland. Ports of Queensland and 

their services. 

Weather Conditions: The Port of Hay Point is situated in the cyclone 

belt. An incidence of about 2 cyclones per year can be expected on the 

Queensland coast, usually during the cyclone season between 

November and April. 

Prevailing winds are South-Easterly and velocities in excess of 
25 knots are infrequent. 

The port facilities are sheltered from major swell by the Great Barrier 
Reef. However, prolonged South-Easterly winds of more than 20 knots 
can occasionally make conditions unsafe alongside and Masters are 
advised to order Pilot and tugs in sufficient time should these conditions 
occur. 

Tides and Currents — Hay Point: Formal tide tables are available from 
the Department of Transport (Marine and Ports Division). 

From studies carried out in the Hay Point area by hydrographic 
investigators, there is an indication that the tidal currents flood in a 
direction between 145° to 170° True and the ebb current flows in a 
direction of 330° to 360°, with a maximum speed (in knots) approximately 
one-tenth of the predicted tidal range (in feet) at that time. A maximum 
current speed occurs in a direction of 340° True with an ebbing tide. 
The change of direction in the current occurs about 1.25 hours prior to 
the tidal extremes. 

Tides and Currents — Dalrymple Bay: Tidal streams are generally weak, 
reaching a maximum strength of 2 knots at Spring tides. The flood tide 
sets 150° and the ebb sets 330° parallel to the berth with the direction 
of the stream changing about 1.5 hours before the predicted tide times. 


Mean High Water Spring Tide 5.78 m. 
Mean Low Water Spring Tide 0.90 m. 
Mean Spring Tidal Range 4.88 m. 
Mean Neap Tidal Range 2.24 m. 
Mean Sea Level above Chart Datum 3.34 m. 


The Port of Hay Point is a standard port in the Australian National 
Tide Tables published by the Hydrographer, Royal Australian Navy and 
in the Official Tide Tables for Queensland published by the Department 
of Harbours & Marine. 

The minimum underkeel clearance of 10% of the vessel's loaded draft 
plus 0.61 m. allows a maximum drafted vessel to sail 1 hour before HW. 
The least depth in the channel is 13.03 m. 

The Harbour Master has advised maximum permissible drafts relative 
to predicted height of tides, for general guidance, which may be 
amended from time to time at the Harbour Master's discretion to suit 
prevailing conditions. 


Discharge of Refuse, Oil, etc.: Government Authorities demand that no 
person using the Port shall discharge any garbage, refuse, vegetable 
or food matter, deck cleanings, polluted bilge water, oil or rubbish of 
any description in the vicinity of the Port or within 80 km. of the Great 
Barrier Reef. Heavy penalties will be imposed for breaches of the 
relevant regulations. 

Stores: Limited ships’ stores and provisions may be loaded at the 
Terminal and would be available from Mackay based chandlers and 
providors. 

AGENCY: Hay Point: BHP — Utah Coal Ltd, as Manager for Central 
Queensland Coal Associates, has a Terminal Agency Service at Hay 
Point. 

BHP — Utah Coal Ltd, Hay Point, will carry out the following services 
in accordance with the instructions of the Operational Owner (Ship's 
Owner or Disponent Owner) of the vessel: 

(i) Procedures for entrance and clearance of vessels at the Port. 

(ii) Communication regarding vessel's movements as requested. 

(iii) All necessary services required for loading coal cargo. 

(iv) Lodge Voyage Returns with the Deputy Commissioner of 
Taxation in Queensland and pay from funds already received, 
the Income Tax involved, if applicable. 

The Operational Owner (Ship's ner or Disponent Owner), shall 
arrange prior to vessel's arrival at or off Hay Point, for the Terminal 
Agent to be placed in funds sufficient to cover Estimated Disbursements 
in connection with each vessel. 

All charges and expenses incurred by the Terminal Agent in execution 
of this service, including but not limited to such items as overtime, 
postages, petty cash, cables, telegrams, radiograms, telex messages, 
car hire, etc., shall be charged to each vessel, and such disbursements, 
if not already included in Estimated Disbursements, together with 
scheduled Agency Fees, will be paid to the Terminal Agent without delay. 

The Terminal Agent will forward promptly to the Operational Owner 
(Ship's Owner or Disponent Owner), Voyage Account Statements, 
together with relative documentary evidence, after the departure of each 
vessel. 

BHP — Utal Coal Terminal Agency may be contacted as follows: 

M.S. 283, Mackay, Queensland 4740. Tel: 079-563131. Telegraphic 
address: ‘4HUTAHSHIP’ Haypoint. Telex: AA48148. Fax: 079-563421. 
AUTHORITY: Ports Corporation of Queensland, G.P.O.Box 409, 
Brisbane 4001, Queensland, Australia. Contact: Assistant Director, 
Harbours Management. Tel: (07) 224-8797. FAX: (07) 224-7234. 

Ports Corporation of Queensland, Hay Point Road, Horyu Maru Drive, 
PMB 7, Mackay Mail Centre, Queensland 4740. Tel: (079) 563109, After 
Hours Harbour Control (Radio Watch) (079) 563254. Fax: (079) 563367. 
Telex: AA46483. 

Captain B.J. Lee, Harbour Master, Hay Point. Tel: (079) 577238. 
Operators: Hay Point Services Pty. Ltd., Hay Point (Via Mackay), 
Queensland 4740. Mail Address: Mail Service 283, Mackay, Queensland 
4740. Tel: (079) 563131. Telex: AA48148. FAX: (079) 563421. Contact: 
K.E. Kelly, Port Manager, Tel: (After Hours) (079) 521402. D.T.Ney, 
Port Operations Superintendent, Tel: (After Hours) (079) 561529. 

Dalrymple Bay Coal Terminal Pty. Ltd., Hay Point Road, M/S F283, 
Mackay, Queensland 4740. Tel: (079) 563122. Telex: AA46374. 
FAX: (079) 563353. Cables: 4MDALBAY, Mackay. Contact: Captain 
J.D. Holden, General Manager. 


AGENT: See “Mackay”. 


HOBART (including Risdon), Tasmania: 
42.53 S. 147.20 E. (See Plan) 


PORT LIMITS: ‘Harbour’ means so much of the waters of the River 
Derwent and its Estuary as lie to the Northward of a line drawn from the 
Derwent Light (on the Iron Pot Islet) to Kelly Point, on North Bruny; 
together with so much of the D’Entrecasteaux Channel as lies to the 
Northward of a line drawn from the Southern end of Partridge Island to 
Southport Island; and together with all bays and estuaries opening either 
into the said River Derwent or the said D’Entrecasteaux Channel. 
DOCUMENTS: As for all Australian Ports. 

PILOTAGE: Pilotage is compulsory for all vessels exceeding 35 m. in 
length. For vessels bound for Hobart (including Risdon) the pilot 
boarding ground is Lat. 42° 56’ S., Long. 147° 22.6’ E. Notice of ETA 
and request for a Pilot must be advised at least 24 hours in advance 
and confirmation or amendment of this ETA must be made not less than 
2 hours prior to the vessel's arrival at the pilot station. Channel 16 VHF 
is continuously monitored and ETA may be confirmed or adjusted on 
this frequency using the call sign “Hobart Harbour’. Vessels can 
generally establish contact on Channel 16 at ranges in excess of 50 
nautical miles from Hobart and are requested to do so. Fax: (002) 
310693. Port Tower — Fax: (002) 346116. 

The pilot boat is 13.1 m. LOA, white upper works, blue hull and orange 
deck with the word ‘Pilots’ on each side. The newest vessel is capable 
of 23 knots. 

ANCHORAGE: Vessels awaiting Pilot may anchor South of a line 090° 
true from John Garrow Beacon. Depth of water is 20 m. with good 
holding ground. 

RESTRICTIONS: Navigation within the Port of Hobart is on a 24 hour 
basis with the following exceptions: 

(i) Vessels of 25 m. or more in length will not be permitted to pass 
under the Tasman Bridge from Monday to Friday inclusive 
between the hours of 0700 to 0915 and 1600 to 1830. 

(ii) At Risdon vessels exceeding 175 m. in length and of a draft more 
than 10m. may be restricted from departing berth during the 
hours of darkness if such vessel has to swing to proceed to sea. 
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The following overhead clearance restrictions exist within the Port of 
Hobart: 

(i) The centre line of the Main Navigation Span of the Tasman Bridge 
is 45m. above MHWS. 

(ii) The overhead clearance of the power cable just South of the 
reer be Zinc Company Wharf at Risdon is 45.7 m. above 
MHWS. 

MAX. SIZE: The maximum depth of water at the entrance to the River 
Derwent is 15.2 m. Ships of up to 12.6 m. draft can be accommodated 
at Macquarie No. 4 Berth. There is no restriction as to length and beam. 
Max. draft available at Risdon is 10.7 m. 

HEALTH: Australian Commonwealth Rules apply. 

Requests for Radio Pratique should be forwarded to the Quarantine 
Office, Hobart through the vessel's Agent. They should be in writing and 
include answers to the Radio Pratique questionnaire. 

Where delivery of the request for Radio Pratique by the Agent is 
difficult or impossible, such as night time or at weekends, the request 
and answers to the questionnaire may be given by telephone on the 
strict understanding that the Agent delivers the written documents as 
soon as practicable on the next working day. 

On receipt of a request for Radio Pratique, the vessel's Agent will be 
informed whether Radio Pratique will or will not be granted and it will 
be the responsibility of the vessel's Agent to inform the vessel. 
RADIO: Hobart Radio — call sign VIH. Hours of duty EST (add 1 hour 
for Summer Time) Monday to Saturday inclusive 0730 hrs. — 1730 hrs., 
Sunday 0800 hrs. — 1600 hrs. 

VHF: The Marine Board of Hobart maintain a listening watch on Channel 
16 and Channel 67 on a 24 hour basis from the Port Control Building 
Hobart. When contact has been established all traffic must be passed 
through Channel 12. Tugs are worked on Channels 6 or 8. Vessels can 
usually establish contact on Channel 16 at ranges in excess of 
50 nautical miles and are requested to do so. (See also “Pilotage’”’). 
RADAR: There is no Port Control Radar but the pilot boats are radar 
equipped. Minimal fog may occur during April to July but shipping is 
seldom delayed because of it. 
TUGS: Five tugs as available for assisting vessels. Their bollard pulls 
vary from 10 tonnes to 25 tonnes. Vessels bound for Risdon will pick 
the tug up just North of the Tasman Bridge. A nominal additional charge 
is made for the use of tugs’ lines. 
BERTHING: 
Hobart: 
Macquarie No.4: Common user container/general cargo berth. Quay 
length 244 m., water depth 12.6 m. 3 ha. of sealed cargo area, adequate 
reefer holding points, rail siding connecting into main rail system, wharf 
apron, axle loading 70 tonnes. It is equipped with a 35 tonne container 
jantry crane. 

lacquarie No. 2/3: Common user deep sea berth suitable for quarter 
ramp vessels. Quay length 328.3 m., depth 10 m. to 14.7 m. 
Macquarie No. 1: General cargo berth, quay length 168.9 m., water 
depth 6.2 m. to 9.8 m. 

Elizabeth St. Pier: Used for storage of vehicles. Quay length 153 m., 
water depth 7 m. to 11.3 m. 

Princes No. 1; Common user Ro-Ro berth for vessels equipped with 
their own ramps. Quay length 138 m., water depth 7.2 m. Ramp is fixed 
with an axle load SWL of 40 tonnes. 

Princes No. 2: General cargo and bulk wheat discharge berth. Quay 
length 167.7 m., water depth 8.0 m. 

Macquarie No. 5/6: Terminal leased to Union Steamship Co., comprises 
2 Ro/Ro berths with adjustable ramps each having an axle loading SWL 
of 59 tonnes. Quay lengths 135 m. and 189 m., water depth 10.1 m. to 
11.2m. A marshalling area provides 4.4 ha. of fenced hardstanding. 
Macquarie No. 5 is equipped with a 35 tonne container gantry crane. 
Selfs Point Oil Wharf: Dolphin type berth with a wharf face length of 
98 m., length over dolphins of 258 m., and a water depth of 14.0 m. 
Facilities are available for discharge of all black and white products 
including LPG. In addition vessels may obtain supplies of marine fuel 
oil and marine diesel oil for bunkers. 

Risdon: 

Owned by the Electrolytic Zinc Company of Australasia, situated 
2 miles above the Tasman Bridge on the Western side of the river. Quay 
length 400 m., water depth 10.4 m. to 10.7 m. Imports of raw and semi- 
processed materials such as zinc concentrates, phosphate rock, muriate 
of potash etc., are discharged by a conveyor system. Exports of 
manufactured zinc, cadmium, sulphate of ammonia are loaded via 
2 modern gantry type cranes of 24 tonnes SWL, also equipped with 
12 tonne grabs. 

Facilities are available for loading sulphuric acid at a 151 m. acid wharf 
with a minimum depth of 10.2 m. at chart datum. 

CRANES: One 35 tonne container handling gantry crane with 34 tonne 
capacity, 31 m. from face of fendering. Maximum spreader height above 
wharf 27 m. Also rail length 225 m. 

1x31 tonne crane; 115 tonne crane; forklifts ranging from 170 kg. 
to 24,000 kg., 3 tow-motors; and 1x12. tri-axle trailer container 
handling crane. 

BRIDGES: See “Restrictions”. 

STEVEDORES: 3 shifts, 7 days a week, O800hrs. — 1500hrs., 
1500 hrs. — 2200 hrs., 2200 hrs. — 0500 hrs. “Midnight” shift available 
only in special circumstances during the months of July, August, 
September. 

MEDICAL: Full hospital facilities available without prior notice. 


TANKERS: See “Berthing”’. 
DENSITY: Varies from 1016 at Risdon to 1025 at Hobart. 


FRESH WATER: Fresh water is available at all wharves. Delivery is 
effected via hydrants at convenient points along the wharves. Hose 
connections are 64mm. diameter standard thread and delivery rates 
from 40 tonnes to 60 tonnes per hour per connection. 

FUEL: All grades of fuels and lubricants available. Vessels may be 
supplied at Selfs Pt. Wharf (see “Berthing”) or by road tankers. 
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CONSULS: Consulates exist for the following countries: 


Denmark Greece Norway 

Finland Italy Sweden 

France Japan Switzerland 
Germany Netherlands United Kingdom 


REPAIRS: Facilities available for minor engine and hull repairs. Several 
repair firms are situated in Hobart. 

DRY DOCKS: No dry docks, however a modern slipway owned and 
operated by the Marine Board is available for vessels up to 1,200 tonnes 
displacement. 

SURVEYORS: A Commonwealth Surveyor is available from Devonport, 
and Lloyd's Agents also represent other Classification Societies. 
GANGWAY/DECK WATCHMEN: Can be supplied at Union award 
rates. Watchmen will be required during discharge/loading of dangerous 


cargoes. 

OPENING/CLOSING HATCHES: Normally handled by stevedores while 
a side or by ship's crew before arrival. 

cust OMS ALLOWANCES: Australian Commonwealth Regulations 


CARGO GEAR: Discharge/loading is usually by ship's gear except at 
Risdon and Macquarie No. 4. However a number of cranes are available 
for hire from the Marine Board (see “Berthing” and “Cranes”). 
REPATRIATION: All facilities exist for crew changes and repatriation of 
seaman. Scheduled aircraft connect with all states several times daily 
where services operate world-wide and there is also one overseas flight 
per week via New Zealand. 

TIME: See “General” before first port. 

HOLIDAYS: No work will be performed on Waterside Workers’ Picnic 
Day (January); Labour Day (March); Good Friday; Anzac Day (25th 
April); and Christmas Day (25th December). Work is restricted to certain 
types of vessels and conditions on New Year's Day (1st January); and 
Boxing Day (26th December). 

POLICE/AMBULANCE/FIRE: Automatic fire alarms are_ installed 
throughout the port and emergencies can be reported to Port Control 
on Channel 16, 24 hours a day. Otherwise fire, police and ambulance 
calls may be reported by dialling 000. 

TELEPHONES: Available at all wharves and may be placed on board 
vessels. Standard rates apply and coin operated telephones are 
available for use by ship's crews. 

SERVICES: A number of Compass Adjusters are available. 

SHORE LEAVE: No restriction on crew shore leave or need for shore 
passes as long as Immigration and Customs requirements have been 
satisfied. 

GARBAGE DISPOSAL: The Port Authority arranges collection by 
drums alongside as requested. 

Ships Waste Disposal: For removal and destruction or disposal of 
ship's waste disposal from vessels subject to Regulation 33c of the 
Quarantine (General) Regulations: 

(a) For each collection from interstate and overseas 
vessels in or near the Port of Hobart actually 
provided where the total complement on board, 


including crew, does not exceed 50 persons. A$ 155.00 
(b) Where the total complement exceeds 50 persons 

the following charges shall apply: 
(i) a fee for each collection from a vessel which 

remains in or near the Port of Hobart and a 

service is actually provided, plus A$ 50.00 
(ii) a fee in respect of each person on board said 

vessel during the day a collection is provided. A$ 3.00 
(iii) Maximum charge per day A$1,500.00 


(c) Where ships waste at Port Huon and Spring Bay is removed by 
a contractor, the vessel concerned shall be debited with the total 
cost incurred, plus 10% administrative cost. 

WASTE OIL DISPOSAL: No special berth. Contact: Taswaster: 

Tel: (002) 727885. Tasmanian Pumping: Tel: (002) 724544. 

SEAMAN’S CLUBS: The Missions to Seamen, 31 Morrison Street, 

Hobart. Tel: (002) 346016. All types of services can be arranged or are 

available at the Mission. 

AUTHORITY: Marine Board of Hobart, P.O.Box 202 B, 1 Franklin Wharf, 

Hobart, Tasmania, 7001. Tel: (002) 351000. FAX: (002) 310693, Port 

Tower (002) 346116. Contact: Captain J.B.N. Hodgson, Harbour Master. 


AGENT: See “Burnie”. 


LAUNCESTON, Tasmania (including Inspection Head, 
Beauty Point, Bell Bay): 41.27 S. 147.07 E. (See Plan) 


PORT LIMITS: A line drawn from Low Head to Hebe Reef thence to 

West Head defines the seaward limit of the Port of Launceston (including 

Port Dalrymple which comprises Bell Bay, Beauty Point Harbour and 

Long Reach). 

Seaward Position of Port: Lat. 41° 03’ S., Long. 146° 45’ E. 

+ A a is considered to have arrived when at the Pilot Boarding 
round. 

Charts: Aus. No. 167 and 168. 

DOCUMENTS: Agents prepare Bills of Lading and Shipping Documents. 

Only documents required Crew List and Passenger List. Light Dues 

receipt is necessary if payment is made before arrival. 

PILOTAGE: The Pilot service is provided by the Port Authority and is 

compulsory for all vessels over 35.0 m. in length, unless a valid Pilot 

Exemption Certificate is held for the Port of Launceston. 

Contact Harbour Master by radio giving ETA 24 hours before arrival, 
and give updated ETA to “Bell Bay Control” on VHF radio 3 hours before 
arrival. “G" flag to be flown on daylight arrival. Harbour Master also on 
Telephone and Facsimile (see “Authority’’). 

Pilot boards from launch (fitted with VHF Channels 12, 16, call sign 
“Tamar Pilot"), 1.4 nautical miles N.W. of Low Head Lighthouse. 
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ANCHORAGE: 
Position (a) Low Head Lat. 41° 03’ 32” S., Long. 146° 47’ 18" E 
(b) 1.15 miles 280° from (a) 
(c) 0.90 miles 308° from (b) 
(d) 0.85 miles 038° from (c) 
(e) 0.90 miles 128° from (d) 
thence 0.85 miles 218° to (b) 
Vessels may anchor off the port, however a more sheltered anchorage 
is available within the port at Bell Bay. 


RESTRICTIONS: Navigation of Lower Reaches: 

(a) Draft Limitations: Determined by a 1.4 m. clearance under the keel 
giving maximum permissible draft at LW 9.0 m. plus height of tide, and 
maximum permissible draft at HW 11.6 m. 

(b) Size Limitations: Vessels over 170m. LOA enter and depart 
according to the time limitations below. For vessels exceeding 250 m. 
LOA and/or 45 m. beam contact Harbour Master. 

(c) Time Limitations: 

Entry: Vessels over 170 m. LOA enter on flood tide only. Earliest entry 
is LW at George Town. Vessels then enter according to draft through 
to 30 minutes after HW at George Town. Pilots board approximately 
15 minutes before these times. 

Departure: Vessels over 170 m. LOA single up for departure within 
the following limits: Large vessels berthed at Woodchip Berths — from 
1 hour before, up to HW or LW (George Town) depending on draft and 
tide. Vessels berthed at all other down river berths — from 1 hour before 
to v tas after HW or LW (George Town) depending on draft of vessel 
and tide. 

Shifting of Vessels: The shifting of vessels of any size from berth to 
berth within the Port will be undertaken 24 hours a day, subject to any 
special requirements at the berth. 

(d) Night Navigation (Entrance Channel): 

Entry: Vessels over 200 m. length at Harbour Master's discretion. 

Departure: Vessels over 180 m. length at Harbour Master's discretion. 
Navigation of Upper Reaches: The Upper Reaches are navigable to the 
City of Launceston. 

Limitations: Length 100 m., draft 5.5 m. 

Special Navigation Conditions: Contact Harbour Master for vessels and 
conditions outside these limits. 

Datum: Lower Reaches: LAT (Lowest Astronomical Tide)=AHD* minus 
1.977m. Upper Reaches: LWOST (Low Water Ordinary Spring 
Tide)=AHD minus 2.260 m. 

*AHD = Australian Height Datum. 

Tidal Range: George Town — average 2.3 m. Launceston — average 
3.8m. 
Depths Alongside: 


Eastern 
(At Lowest Astronomical Tide) 
No. 1 Bell Bay, 
Comalco (Private) 10.8 m. 
No. 2, Bell Bay, 
(A.N.L. Ro/Ro and Container) 8.4m. 
No. 3, Bell Bay, 
(Temco, Bulk and General) 11.2 m. 
No. 4, Bell Bay, 
(Tankers) 11.2 m. 
No. 5, Bell Bay, 
Multi-Purpose 
(Ro/Ro and Container) (see “Plan”) 10.0 m. to 12.4 m. 
Long Reach, 
Thermal Power Station 12.3 m. 
Long Reach, 
No. 1, Woodchip N. (Forest Resources) 11.5 m. 
Long Reach, 
No. 2, Woodchip S. (A.P.P.M.) 11.2 m. 
Western 
(At Lowest Astronomical tide) 
Inspection Head 
(Bulk Wheat and Tallow) 9.9 m. 
A.M.C. Jetty, Beauty Point (Private) 9.7 m. 
Launceston 
Kings Wharf 
R.A. Ferrall Shiplift — Contact 
Kings Wharf Harbour 
Cattle Jetty Master 
Wheat Berth 
Ship Repair Facilities: Launceston 
Fitting Out Berth: Contact 
Town Pier Harbour 
Wm. Hart Graving Dock: Master 
Dock Ramp 


HEALTH: Organised by ship's Agent. Notify Agent prior to arrival. 
Pratique automatic if vessel visits other ports in Australia prior calling 
Launceston, otherwise contact: Health Department, Commonwealth 
Dept. of Health, Quarantine Dept., Ship Inspection Service, ANL 
Terminal, Bell Bay, Tas. 7252. (P.O.Box 132, George Town, Tas. 7253). 
Tel: (003) 82 2224. 

Radio Pratique: The Master of any vessel arriving from overseas should, 
not more than 24 hours and not less than 12 hours before arrival, 
transmit to the Quarantine Officer, if necessary through the Agent, 
a statement giving the following details: 

. Name, type and nationality of vessel. 

Itinerary for last 21 days. If over 21 days from last port, name of 
port and date of departure. 

Name of first Australian port and ETA. 

Number of crew. 

Number of passengers. 

Any deaths on board during the voyage? Give details. 
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G. Any cases of illness during the last 21 days with a fever of 38°C 
or above, and: 
(a) accompanied by rash, jaundice or glandular swelling, or 
(b) accompanied by diarrhoea lasting longer than 24 hours. 
H. Persons suffering from venereal disease during the voyage? 
. Live fish, birds, reptiles or other animals being carried (including 
ship's pets). 
J. Livestock carried on previous voyages in the last 6 months? 
Please advise type of livestock, date of voyage and ports visited. 
Have all stock-carrying compartments been thoroughly cleaned 
and disinfected? 
K. Do you request Radio Pratique? 
RADIO: Melbourne VIM. 
VHF: Port Control: (manned 24 hours). Tel: Bell Bay (003) 820111, 
820175. Telefax: Bell Bay (003) 821695. Telegraphic Address: 
Harbmaster Launceston. Radio Call Sign: “Bell Bay Control”. Pilot Call 
Sign: “Tamar Pilot”. 
Radio Service: The P.L.A. Port Control Room at Bell Bay is manned 
24 hours and operates a radio service on the following frequencies. 
VHF Channel 16 (156.8 MHz) International distress and calling. 
VHF Channel 12 (156.6 MHz) Port working frequency. 
VHF Channel 67 (156.375 MHz) Alternate calling and distress. 
HF 2182 kHz International distress and calling (for emergency use 
only). 
Cail Sign: “Bell Bay Control”. 
Assistance Afloat: Contact Port Control. Assistance Ashore: Contact 
Port Control. Emergency Assistance: Contact Port Control. 
Port Office: The “Port Office” at Bell Bay includes the Harbour Master's 
Office and the “Port Control" room. The Harbour Master controls 
shipping movements, berth and shed allocations, cargo storage areas 
and equipment requirements. 
Tugs, linesboats and linesmen are ordered by the “Port Office” staff 
on behalf of vessels’ Agents. 
It is therefore essential that any change in a vessel’s ETA or ETD be 
communicated to the “Port Office’ as soon as possible. 
TUGS: Towage services are operated by North Western Shipping and 
Towage Co. Pty. Ltd. with 2 ship handling tugs (over 30 ton bollard pull) 
based at Inspection Head Wharf. Both are fitted with radar; one fitted 
with a fire monitor. 
“Yorktown” built 1972, 249 g.r.t. LOA 29.49 m. Speed 10.5 knots with 
bollard pull of 33 tons, type 1.4mW, twin screw. 
“Farm Cove” built 1971, 209 g.r.t. LOA 29.42 m. Speed 12 knots. 
Bollard pull 32 tons. Twin screw. 
Other tugs are available at several hours notice from other ports. 
Launches are available for small ship and barge handling. 
ay tugs are equipped with VHF radio with Channels 6, 8, 12, 16 
and 67. 
BERTHING: 
Bell Bay: On the Eastern shore within 8 nautical miles of the entrance. 


No. 1, Comalco Berth (Private): 

A concrete decked and piled wharf, providing facilities for handling of 
aluminium and bulk cargoes. Length of wharf: 152.4 m.; width 18.95 m. 
Width of apron: 9.1 m. Mooring dolphins: 5 with outermost 2 at 330.4 m. 
apart. Width of approaches: 6.1 m. Depth alongside: 10.8 m. at LAT. 
Height of deck above datum: 5.40 m. 

Cranes: 212.5 ton portal, electric, luffing, slewing, grabbing, 
travelling cranes. (Manufacturer: Stothert & Pitt). 

Lifting capacity/speed: 12.5 ton grab full; 6.25 ton (cargo) at 91.44 m./min. 
Max. radius: 20.57 m. Min. radius: 7.01 m. Tail radius: 5.33 m. Max. 
outreach from wharf fenders: 13.96 m. Max. backreach from whart 
fenders: 27.19 m. Centre of crane to outer edge of wharf fenders: 6.61 m. 
Max. height of hook above wharf deck/max. radius: 19.81 m. Max. height 
of bottom of grab above wharf deck/max. radius: 8.23 m. Max. depth of 
bottom of grab below wharf deck/max. radius: 15.24 m. Length of travel: 
Full enct of wharf. Rated capacity: 300 tonnes/p.h. each. Average 
“alumina” complete discharge: 225 tonnes/p.h. each. Average “pitch” 
complete discharge: 300 tonnes/p.h. each. 

Wharf deck loading: 2.7 tonnes/sq.m. (5 cwt/sq.ft.). 

Axle loading: 20 tonnes. 

Cargo bin: Uncovered concrete cargo bin 133.27 m. long x 8.53 m. 
wide x 3.66 m. deep runs along back of wharf. Alumina is now being 
discharged by self-unloading vessels to hoppers then by conveyor to 
the smelter. 

et bulk cargoes: Discharged to hoppers then road-hauled to the 
works. 

Wharf power: Nil. 

Telephone: Ship Tel: (003) 82 1482, when connected. Agents Tel: 
(003) 82 1471. Comalco switchboard (003) 82 5111. 

Fresh Water: Available at maximum rate of 50 tonnes/p.h. per 
connection. 

Bunkering: Road tanker. 


No. 2, A.N.L., Ro/Ro, and Container Berth: A specially designed terminal 
for the Bass Strait and vehicular deck ships equipped with stern loading 
facilities capable of carrying wheeled and mobile cargo to maximum of 
120 tonnes gross weight. 

Length of wharf: 86.6 m.; width 38 m. Mooring dolphin: 227.9 m. East 
of ramp end. Fender dolphin: 116 m. East of ramp end. Depth alongside: 
8.4m. at LAT. Height of deck above datum: 5.03 m. 

Ro/Ro ramp: 8.23 m. wide with max. vehicle width of 8.14 m. and 
Capacity in excess of 120 tonnes. Axle loading on ramp: 63 tonnes 
(forklift). Gross loads in excess of 120 tonnes can be accommodated 
with reference to Chief Engineer. Ro/Ro Cassette System in use with 
8 prime movers, 8 trailers and 231 cassettes. 

Wharf deck loading: 2.7 tonnes/sq.m. (5 cwt./sq.ft.). Wharf axle 
loading: 14.5 tonnes; forklift — 43.6 tonnes. 

Marshalling area: 4.72 ha. 

Rail: Shipside. Rail loop services marshalling area. 
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Reefer outlets: 102 for 120 refrigerated containers, each 415v, 
30 amp. Wharf er: 1x240v, 10 amp 

Telephones: Ship (Master) Tel: ((003) 82 1366. Ship (Crew) Tel: (003) 
82 1593. Agents Tel: (003) 82 1084. 

Fresh Water: Available at maximum rate of 50 tonnes/p.h. per 
connection. 

Bunkering: Road tanker. 


No. 3, Bell Bay Wharf (Temco, Bulk and General): A concrete decked, 
steel piled wharf providing for handling of general and bulk cargoes. 

Length of wharf: 152.5 m.; width 20.4 m. Mooring dolphins: 236.9 m. 
apart. Depth alongside: 11.7 m. at LAT. Height of deck above datum: 
5.18 m. 

Cranes: 19 tonne slewing, luffing, grabbing, travelling crane with 
trailing hatch hopper on rails. (Manufacturer: Caillard Levage). 

Lifting capacity: 19 tonne with grab; 25 tonne with hook. Lifting 
capacity/radius: 19 tonne at 30 m. max. radius; 25 tonne at 24 m. max. 
radius. Max. radius 30m. Min. radius: 10m. Tail radius: 6m. 
Max. outreach from wharf fenders: 22.49 m. Max. backreach from wharf 
fenders: 37.51 m. Centre of crane to outer edge of wharf fenders: 7.51 m. 
Max. height of bottom of grab above wharf deck/max. radius: 18 m. 
Max. height of hook above wharf deck/max. radius 22 m. Max. depth of 
bottom of grab below wharf deck/max. radius: 14 m. Length of travel: 
Length of wharf for 108 m. Associated equipment: Trailing hatch hopper 
with operator's cabin. Estimated unloading rate (grab): 500 tonnes/p.h. 
Average loading rate (grab): 660 tonnes/p.h. 

Wharf deck loading: Deck and approaches: 4.3 tonnes/sq.m. (8 cwt./ 
sq.ft.) except. Deck between crane rails: 2.7 tonnes/sq.m. (5 cwt./sq.ft.). 
Up to 140 tonne loads on suitable transporters can be accommodated 
with reference to Chief Engineer. Axle loading on deck/pavement: 
20 tonnes; 17.8 tonnes (forklift). 

Transit shed space: 744 sq.m. 

Wharf power: 2x415v, 30 amp.; 2x240v, 10 amp. 

Telephones: Ship Tel: (003) 82 1768. Agents — Stevedores Tel: (003) 
Hs pls Temco — Wharf Office Tel: (003) 82 1411. Customs Tel: (003) 

1526. 

Fresh Water: Available at maximum rate of 50 tonnes/p.h. per 
connection. 

Bunkering: Road tanker. 


No. 4, Tanker Berth: A ‘“T” head concrete decked, timber berth. Vessels 
up to 212 m. length have been accommodated. Length of wharf: 25.5 m.; 
width 12m. Mooring dolphins: 262 m. apart. Fender dolphins: 61 m. 
apart. Depth alongside: 11.2 m. at LAT. Height of deck above datum: 
5.33 m. Axle loading: No vehicles allowed on deck without reference to 
Chief Engineer. 

Pipelines: (a) 2x 250 mm.; one for black and one for clean oil. 

(b) 1x 100 mm.; for discharge of LP Gas, 440 kPa (64 Ib/sq.in.). 

(c) 1x75 mm. vapour return line. 

Manifold is 19 m. from downstream fender. 

Tanks: Bottom of tanks in tank farms 33 m. above manifolds on wharf. 

Wharf power: Nil. 

Telephones: Ship: (flame proof connection) Tel: (003) 82 1755. 
Watchman Tel: (003) 82 1179. 

Fresh Water: Available at max. rate of 50 tonnes/p.h. per connection. 

Bunkering: Fuel oil 100mm. and 150mm. connections, rate of 
50/60 tonnes/p.h. Diesel oil by road tanker, 75mm. connection at 
18 tonnes per 1 hour 15 minutes. 


No. 5, Multi-Purpose Berth (General, Container and Ro/Ro): A concrete 
decked, steel piled, heavy duty berth designed for Ro/Ro, container, 
conventional and bulk cargoes. 

A steel decked bridge 24.4m. longx7.2 m. wide connects West 
marshalling area to the wharf. Length of wharf: 313.6 m. Mooring 
dolphin: Behind wharf 37.3 m. East of wharf end. Depth alongside: 
9.0m. to 12.4m. at LAT (see “Plan”). Height of deck above datum: 
5.05 m. 

Cranes: (a) 50 ton portal, electric, horizontal luffing, slewing, travelling 
wharf crane equipped with spreaders and other equipment for the 
handling of 6.1 m. and 12.2 m. ISO containers and grabbing by special 
arrangement. (Manufacturer: Deer Park Engineering). we capacity/ 
radius: 40 ton at 32 m.; 50 ton at 22.86 m. Max. outreach from wharf 
fenders: 23.67 m. (40 ton); 14.53 m. (50 ton). Max. backreach from wharf 
fenders: 40.33 m. (40 ton); 31.19 m. (50 ton). Centre of crane to outer 
edge of wharf fenders: 8.33 m. Max. height of hook above wharf deck/ 
max. radius: 24.38 m. Max. depth of hook below wharf deck/max. radius: 
9.14 m. Length of travel: Length of wharf. 

(b) 40 tonne mobile harbour crane, with standard capacity of 
40 tonnes (under hook) and heavy lift capacity of 100 tonnes (under 
hook). (Manufacturer: Favco-Gottwald). 

Standard load/radius limits: 40 tonnes at 11 m. to 31 m., then reducing 
to 26.0 tonnes at 42 m. Heavy lift/load radius limits: 100 tonnes at 11 m. 
to 17m. then reducing to 26.0 tonnes at 42m. Max. radius: 42 m. 
Min. radius: 11m. Max. outreach from wharf fenders: 33.67 m. 
Max. backreach from wharf fenders: 50.33 m. Centre of crane to outer 
edge of wharf fenders: 8.33 m. Max. height of hook above wharf deck/ 
max. radius: 32 m. Max. depth of hook below wharf deck/max. radius: 
15m. Associated equipment/spreaders, etc.: Equipped with remote 
controlled swivel gear, load leveller and fully automatic spreader for 
handling containers, general cargo and bulk materials. 

For further details see “Cranes”. 

Ro/Ro Ramp: 8.23 m. wide stern loading ramp with max. vehicle width 
of 8.14 m. and capacity in excess of 100 tonnes. 

Axle loading on ramp: 52.4 tonnes (forklift). Gross loads in excess of 
100 tonnes can be accommodated with reference to the Chief Engineer. 

Wharf Deck Loading: 3.23 tonnes/sq.m. (672 Ib./sq.ft.); 1985 
extensions: 5 tonnes/sq.m. (9.3 cwt./sq.ft.). 

Wharf Axle Loading: 

(a) Deck and pavement: 50 tonnes. 
(b) 1985 deck extension: 80 tonnes. 
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Marshalling Area: East: 1.8 ha.; West: 1.5 ha. 

Total of 3.3 ha. or 3.8 ha. including wharf decks. 

Transit Shed Space: 2,675 sq.m. Sheds are fitted with exhaust fans 
for pre-shipment storage of primary produce. 

Rail: At ship side, full length of berth. 

Reefer Outlets: 72 for 144 refrigerated containers. 

Wharf Power: 5x 415v., 30 amp.; 6x 240v, 10 amp.; 1x 415v., 60 amp. 

Telephones: Ship (East end) Tel: (003) 82 1840, (West end) Tel: (003) 
82 1129. Agents: Tel: (003) 82 1880. First Aid: Tel: (003) 82 3174. 
Customs: Tel: (003) 82 1526. 

Fresh Water: Available at max. rate of 50 tonnes/p.h. per connection. 

Bunkering: Road tanker. 


Bell Bay Industrial Area: 

(a) P.L.A. Cold Stores: Cold storage capacity of 22,864 cu.m., 
consisting of 6 chambers each with temperature of —23°C., plus self- 
verre ramp and forklift service garage. 

(b) Stockyards: Area 595 sq.m. 

(c) Incinerator: Quarantineable waste disposal, with average 
destruction rate of 325 kg.hr. over a 6 hour period, equipped with 
hydraulically operated loader and ram. 

(d) Weighbridge: 16 m. long, weighing up to 50 tonnes. 

(e) Butane Gas Storage Sphere: (Gas Corporation of Tasmania) — 
capacity of 600 tonnes. 


Long Reach: On the Eastern shore within 12 nautical miles of the 
entrance. 


Thermal Power Station Berth (H.E.C.): 

A “T” head concrete decked, steel piled wharf, 26.2 m. x 13.4 m. with 
a concrete approach from land 3.66 m. wide. 

Mooring Dolphins: 2 at 262 m. apart. 

Fender Dolphins: 2 at 61 m. apart. 

Depth Alongside: 12.3 m. at LAT. 

Height Above Datum: 5.66 m. 

Wharf Deck Loading: 488 kg./sq.m. (100 Ib./sq.ft.). 

Axle Loading: 14.3 tonnes. 

Pipes for Discharge: 3x 250 mm. lines, feeding into 2x 300 mm. lines 
to 3x 15,000 tonne tanks: head 0.00 m. when tank is empty to 18.29 m. 
when tank is full. Pipe connections are “Chicksan"” booms. 

Wharf Power: Nil. 

Telephone: Ship Tel: (003) 82 1377. 

Fresh Water: Available at max. rate of 30 tonnes/hr. per connection. 

Bunkering: Road tanker to 20 tonne all-up weight. 


No. 1 Woodchip Berth — Northern (Forest Resources): 

A berthing face 217 m. long. Approach from land is a bridge 78.7 m. 
long X3.81 m. wide. 

Fender Dolphins: 5. 

Mooring Dolphins: 2 at 482 m. apart. 

Shore Trip-Hooks: 2 at 213.4m. apart. Steel walkway between 
dolphins is 1.22 m. wide. 

Depth Alongside: 11.5 m. at LAT. 

Height of Deck above Datum: 5.64 m. 

Woodchip Loader (fixed): Situated on central dolphin with loading rate 
a 700 tonnes/p.h. Clearance with boom horizontal 22.10 m. above 

jatum. 

Wharf Power: Nil. 

Telephones: Ship Tel: (003) 94 7193. Agents Tel: (003) 94 7303. 
cuore Tel: (003) 82 1526. Forest Resources Switchboard Tel: (003) 
94 7. 

Fresh Water: Available at max. rate of 30 tonnes/p.h. per connection. 

Bunkering: Not available. 


No. 2 Woodchip Berth — Southern (Associated Pulp and Paper Mills Ltd.): 

A berthing face 229 m. long. Approach from land is by a causeway 
and a bridge 18.7 m. longx4.7 m. wide. 

Fender Dolphins: 5. 

Mooring Dolphins: 2 at 482 m. apart. 

Shore Trip-Hooks: 2 at 210.3m. apart. Steel walkway between 
dolphins is 1.07 m. wide. 

Depth Alongside: 11.2 m. at LAT. 

Height of Deck (Loading Dolphin) above Datum: 6.86 m. 

Woodchip Loader (Fixed): Situated on central fender dolphin with 
loading rate of 700 tonnes/p.h. Clearance with boom horizontal 20.57 m. 
above datum. 

Axle Loading on Deck and Approach: 14.3 tonnes; 50 tonnes (forklift). 

Wharf Power: Nil. 

Telephones: Ship Tel: (003) 94 7377. Customs Tel: (003) 82 1526. 
A.P.P.M. Switchboard: Tel: (003) 94 7201. 

Fresh Water: Available at max. rate of 30 tonnes/hr. per connection. 

Bunkering: Not available. 


Beauty Point Harbour: On the Western shore within 6.5 nautical miles 
of the entrance. 


Australian Maritime College Jetty (Private): 

A “T” head concrete jetty, constructed for A.M.C. Seamanship Centre 
— vessels. A side pontoon plus lifeboat deck exist on Northern 
side of jetty approach. 

Length: 60 m., width 9 m. 

Mooring Dolphins: 2 at 115 m. apart. 

Depth Alongside: 9.7 m. at LAT. 

Height of Deck above Datum: 4.5 m. 

Whart Deck Loading: 1.5 tonnes/sq.m. (2.8 cwt./sq.ft.). 

Axle Loading: 14.3 tonnes. 

Telephones: A.M.C. Seamanship Centre Tel: (003) 83 4455. 
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Small Boats Marina: 

Suitable for eg a craft. Constructed as a pontoon and catwalk 
type with amenities block, car park and picnic area adjacent. 

Total Berths: 52. 

Fresh Water: Available. 


Inspection Head Wharf (Bulk Wheat, 
Processing): 

No. 1, Northern end: 180.6 m. long, width 28.1 m., concrete decked 
and steel piled. 

No. 2, Southern end: 153.6 m. long, width 34.3 m., concrete decked 
and piled. 

Total Length: 334.3 m., providing 2 overseas berths. 

Mooring Dolphins: 2 at 452.2 m. apart: Northern dolphin: 45.5 m. from 
end of wharf. Southern dolphin: 72.4 m. from end of wharf. Depth 
Alongside: 10.0 m. at No. 1 at L.A.T. and 9.5 m. at No. 2 at L.A.T. Height 
of Deck above Datum: 5.33 m. Swinging Room: 270 m. off North end 
of wharf. 210 m. off Berth No. 2. 

Transit Shed Space: Shed No. 1A: 972 sq.m. (Bulk wheat capacity: 
2,463 cu.m.). Shed No. 1B: 976 sq.m. (Bulk wheat capacity: 
1,841 cu.m.). 

Wheat Loaders: 2 “Neuro” unloaders (Tasmanian Grain Elevators 
Board) rated at 250 tonnes/p.h. 

Tallow Storage: 


Tallow and General; Fish 


Tanks 1600 tonnes; 

6x 100 tonnes; 

1x50 tonnes (settling); 
Total Capacity 1,250 tonnes 
Loading Capacity 200 tonnes/p.h. 
Pipe-lines 1x100 mm., 1x 152 mm. 


Wharf Power: 8x240v, 10 amp.; 8x 415v, 30 amp. 

Telephones: No. 1 Wharf: Ship Tel: (003) 82 1665. Agents Tel: (003) 
82 1647, 83 4111. Stevedores Tel: (003) 83 4141. Customs Tel: (003) 
83 4131. Bulk Tallow Plant Tel: (003) 83 4455. 

No. 2 Whart: Ship Tel: (003) 82 1664. Asst. Harbour Master Tel: (003) 
83 4266. Wharf Office Tel: (003) 83 4211. 

Fresh Water: Available at max. rate of 30 tonnes/p.h. per connection. 

Bunkering: Road tanker. 


Launceston: On Eastern shore 35.4 nautical miles from the entrance. 


King’s Wharf: (P.L.A. Plant Berth and Flinders Island Services): 

A concrete decked and piled wharf providing a total berthing length 
of 295.4 m. Equipped with 50 ton bollards every 18.3 m. 

Depth Alongside: Subject to siltation. 

Height of Deck above Datum: 5.64 m. 

Wharf Deck Loading: 1.3 tonnes/sq.m. (2.5 cwt./sq.ft.); ship building 
area; 2.7 tonnes/sq.m. (5 cwt./sq.ft.) main deck. Axle Loading: 
12.7 tonnes. Transit Shed Space: 2,463 sq.m. Rail: Siding services the 
adjacent P.L.A. Pileyard). 

Wharf Power: 5<415v., 30 amp. 

Telephone: Connection by Telecom. 

Fresh Water: Available at max. rate of 30 tonnes/p.h. per connection. 

Bunkering: Road tanker. 

Next section of wharf has been demolished and replaced with a timber 
piled and decked walkway 277.3 m. long used as P.L.A. Plant Berth. 


Stock Berth: 

A “T” shaped timber deck 27.3 m. long connected to holding and 
receiving yards by an adjustable gangway near the centre of a berth 
57.5 m. long. 

Depth tan eae, Subject to siltation. Height of Deck above Datum: 
5.64 m. Rail: Siding adjacent. 


CRANES: The Port Authority operates a range of mobile cargo handling 
and wharf equipment and floating plant which is available for hire. 
Mobile Cargo Handling and Wharf Equipment: 

Mobile Harbour Crane: Favco-Gottwald (HMK 280-89) mobile harbour 
crane, with standard capacity of 40 tonnes (under hook) and heavy lift 
capacity of 100 tonnes (under hook). 

Standard Load/Radius Limits: 

40 tonnes at 11 m. to 31 m., then reducing to 39.3 tonnes at 32 m., 
28.2 tonnes at 40 m., 26.0 tonnes at 42 m. 

Heavy Lift Load/Radius Limits: 

100 tonnes at 11m. to 17 m., then reducing to 92 tonnes at 18 m., 
85 tonnes at 19m., 78tonnes at 20m., 59.7 tonnes at 24™m., 
43.2 tonnes at 30 m., 28.2 tonnes at 40 m., 26.0 tonnes at 42 m. 

These limits may vary depending on berth and crane position. Any 
further details are available on enquiry from the Chief Engineer. 

Max. radius: 42 m. Min. radius: 11 m. Max. height of hook above wharf 
deck/max. radius: 32 m. Max. depth of hook below wharf deck/max. 
radius: 15 m. Hook speed: With no load: 84 m./min.; with 27 tonnes: 
63 m./min.; with 40 tonnes: 44 m./min. 

Set up time on this crane is fast with outrigger pads positioned by the 
operator. Change of position can be effected by the operator from cabin. 

The cabin adjusts in height from the standard 17 m. up to 24 m. above 
wharf deck at the operator control. 

Closed circuit TV installation permits the operator a clear view of the 
hook activities. 

Operations by the crane can be carried out throughout the port area 
and consideration will be given to use within the industrial area. 

The crane usually travels in an upright position but can be lowered 
automatically to a height of 6 m. 

Associated equipment/spreaders, etc: Equipped with remote 
controlled swivel gear, load leveller and fully automatic spreader for 
handling containers, general cargo and bulk material. 

Also see “Berthi 
BULK CARGO FACILITIES: See ‘ ‘Berthing”. 

SPECIALISED CARGO-HANDLING FACILITIES: See ‘ ‘Berthing”. 


BRIDGES: No bridges for large overseas shipping. Some inter-state 
vessels proceeding to Launceston will pass under Batman Bridge — 
27 m. mast height allows 0.9 m. clearance at HW. 

STEVEDORES: Agent for ship arranges stevedores. 

MEDICAL: Agents should be notified to prepare for medical attention 
or hospitalisation. Hospitals at Launceston, Beaconsfield and George 
Town. 

TANKERS: See “Berthing”. No. 4 Bell Bay Tanker Berth, Long Reach 
Thermal Station Berth and No. 1 Bell Bay Comaico Berth. 

DENSITY: 1012 to 1028, depending on rainfall. 

FRESH WATER: Fresh water available at all berths. Delivery 50 t.p.h. 
by hose. 

FUEL: Direct pipe-line bunkering from Mobil Bell Bay tank farm or road 
tanker is available at Berth No. 4 or by road tanker at all other berths 
except Woodchips Berths. 

Also see Brett 
FIRE PRECAUTIONS: Tankers governed by the Association of 
Australian Port and Marine Authorities “Rules for the Handling of 
Dangerous Goods and Oils in Ports”. 

CONSULS: None. 

REPAIRS/DRY DOCK: William Hart Graving Dock: Situated on South 
bank of North Esk River adjacent to Charles Street Bridge. A steel and 
concrete graving dock with a clear width at the entrance of 12.8 m., 
capable of accommodating vessels up to 62.5 m. in length. 

Maximum permitted draft: 3.66 m. 

Depth Alongside Dock Ramp: 3.0 m. to 4.0 m. at LWOST, subject to 
siltation. Depth maintained by dredging. Design keel loading: 
33.9 tonnes/m. 

Telephones: Launceston Marine. Tel: (003) 342844. 

Fitting Out Berth: Town Pier: (Forms part of William Hart Dockyard). 

A concrete decked berth. Length: 135.8 m. Depth Alongside: 3.0 to 
4.0 m. at LWOST, subject to siltation. Depth maintained by dredging. 
Height of Deck above Datum: 4.98 m. Deck Loading: 2.7 tonnes/sq.m. 
(5 cwt./sq.ft.). Axle Loading: 14.3 tonnes. 

Wharf Power: 1240v, 10 amp. 

Fresh Water: Available to max. rate of 30 tonnes/p.h. per connection. 

Shore reception facilities are available for dirty bilge and fuel: 

1x 54,552 litres (12,000 gal.). 

1X 22,730 litres (5,000 gal.). 

1x 16,800 litres (3,698 gal.). 
R.A. Ferrall Shiplift: Adjacent to Norther end of King's Wharf. A shiplift 
docking complex 105.3 m.x25 m. with a lifting platform 60 m.x18 m. 
operated by 16 synchronised lifting winches. 

A transfer system is provided for up to 3700 tonne displacement 
vessels leaving the platform free for larger vessels. 

Maximum Vessel Size: Length 65 m., beam 18 m., draft 5.5 m. (over 
4m. subject to tide and blocking, etc.). Displacement 2,160 tonnes 
(ship); 3,120 tonnes (barge). 

Depth Alongside: 4.5 m. to 5.6 m. at LWOST, subject to siltation. 
Depth maintained by dredging. Design Keel Loading: 55 tonnes/m. 
Height of Deck above Datum: 5.64 m. Crane: 17.5 ton stiff leg derrick 
crane covers Northern section of docking platform. 

Lifting capacity/max. radius: 15 ton at 25.87 m.; 17.5 ton at 19.81 m. 
Min. radius: 6.40 m. Max. height of hook above deck/max. radius: 
9.75 m. Max. depth of hook below deck/max. radius: 9.14 m. 

Deck Loading: Rear wharf: 4.2 tonnes/sq.m. (7.87 cwt./sq.ft.); Inner/ 
outer decks: 5.3 tonnes/sq.m. (9.69 cwt./sq.ft.). Axle Loading: Platform: 
4.8 tonnes (forklift). Rear wharf: 58.8 tonnes. Inner/outer decks: 
26.7 tonnes (with max. weight vessel); 45 tonnes (if less than 1,500 
tonne weight vessel). Transfer System Capacity: 704 tonnes. 

Telephones: Launceston Marine. Tel. (003) 342844. 

In addition to facilities mentioned above, Port of Launceston Authority 
employees carry out ship repairs afloat at Bell Bay and Lower Reaches 
berths on interstate and overseas vessels. Such work is normally carried 
out simultaneously with cargo operations. 

SURVEYORS: Arranged by Agent. 

GANGWAY/DECK WATCHMEN: Only required at bulk berths. 

HATCHES: Opening/Closing usually by stevedores. 

CUSTOMS ALLOWANCES: 200 cigarettes or 250 grams of tobacco 

per man; 1 opened litre spirits per man; stores sealed on arrival. 

CARGO GEAR: See “Berthing”. Certificates of loading gear and derrick 

tests to be produced. Also see “Melbourne”. 

REPATRIATION: Arranged through ship's Agents. 

AIRPORT: Approx. 64 km. from Bell Bay and 15 km. from Launceston. 

Served by Ansett and Australian Airlines. 

TIME: See “General” before first port. 

HOLIDAYS: Good Friday, Anzac Day, Christmas Day and New Year’s 

read close holidays, work on other holidays may be arranged through 
ents. 

POLICE/AMBULANCE/FIRE: Port Radio Control must be advised in 

the event of fire. 

EMERGENCY CO-ORDINATION CENTRE: The Port of Launceston 

Authority operates it's own port emergency service. 

Trained assistance in emergency operations is rapidly available from 
the adjacent industrial complexes to offset the delay in obtaining full 
Emergency Services from Launceston. 

Port Control is equipped with a direct line to the State Emergency 
Service offices in Launceston and Hobart, and can be quickly converted 
into an Emergency Operation Centre. 
en Emergencies: Contact: Port Control. Radio: Channel 16. Tel: (003) 

0175. 

TELEPHONES: Ship-to-shore phones available. 

SIREN: Vessels stored by truck; Customs require stores be “entered 
or export”. 

SHORE LEAVE: When Immigration and Customs requirements have 
been satisfied there is no restriction on crew shore leave so long as 
they rejoin the vessel on departure. There is no need for identity cards 
or shore passes except in so far that non-English speaking persons may 
wish to identify themselves. 


AUSTRALIA 


GARBAGE DISPOSAL: Drums available. Charge A$150.00 per service. 

Times as requested. Contact: Port Control, Tel: (003) 820175. 

WASTE OIL DISPOSAL: Service available. Small quantities only 
+ 10 tonnes). No special berth. Tel: (003) 944309 for service. 

EAMAN’S CLUBS: Missions to Seamen. Tel: 831034. International 
telephone, chapel, library, stamps and postal service, table tennis, pool 
table, T.V. and video. 

Catholic, United, Baptist, Salvation Army and Anglican churches in 
the town. 

CURRENCY: Australian Dollar. No restrictions. 
SHIP SUPPLY SERVICES: Various providoring companies available. 

In cases of emergency upon request, the pilot boat has been used 
for removing sick crew members, taking small quantities of stores and 
repair people to vessels outside the port. Water has been supplied in 
small quantities from the tugs to vessels anchored off the port. 
GENERAL: Surveys: Surveys, including Damage, Draft, On and Off 
Hire, Protest, Classification Society, Commonwealth D.O.T. and Gas 
Free Certification can be arranged through Harbour Master's office or 
ship’s Agent. 

Services: Ship Chandlers, P&I Club, radio repairs and divers. 
References: Australian Pilot Volume 2. AUS Charts No. 167 and 168. 
Distances: From Hebe Reef Light to Launceston 
Nautical Miles 

Hebe Reef Light 

Yellow Rock Beacon 

Shear Rock Beacon 

Bombay Rock Beacon 

Point Effingham 

Inspection Head Wharf 

Bell Bay No. 3 Wharf 

Point Rapid 

Drumstick Island Light 

Barrett's Point 

Swan Point Beacon 

Rosevear's Tide Gauge 

Dilston Light 

Tamar Island 

No. 7 Beacon 6 

King's Wharf No. 1 Light 37.1 
Floating Plant: Launch: One 10™m., fibreglass, twin-hulled, diesel 
powered, high speed launch: “Dalrymple”, fitted with SSB HF, VHF and 
27 MHz radio. The launch is used for workboat/rescue/patrol/VIP and 
river sounding. 

Launch “Captain Gibson”: A 16.2 m. steel launch equipped with radar, 
VHF radio and used as a pilot launch. 

Launch “Wm. Robinson”: A 11.1 m. steel launch equipped with VHF 
radio and used as a relief pilot launch and a harbour workboat. 

Launch: “Carrington”: A 15.3 m. steel launch equipped with VHF and 
27 MHz radio. Vessel has a bollard pull of 6 tonnes and is used as a 
harbour workboat. 

Other Floating Plant: Two flat top barges 24 m.x7.77 m. One flat top 
barge 34 m.x7.31 m. 

Other Plant: A variety of construction and maintenance plant such as 

pumps, welders and sand-blasting equipment, etc., may be made 
available for special requirements. Details will be supplied upon 
application. A variety of other and specialised units are also available 
at 24 hours’ notice from contract hirers to the Authority. 
AUTHORITY: Port of Launceston Authority, P.O.Box 257C, Launceston, 
7250 or Mobil Road, Bell Bay 7252, Tasmania, Australia. Te/: (003) 
820111. Cables: Bell Bay Control. FAX: (003) 821695. Contact: 
C.A. Kittel, General Manager. Captain C. Black, Harbour Master. 


AGENT: See “Burnie”. 
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LUCINDA, Queensland: 18.32 S. 146.20 E. (See Plan) 


LOCATION: Lucinda is a first port of call and is situated in position 
Lat. 18° 32’ S., Long. 146° 20’ E. This port is approximately 680 miles 
North of Brisbane. 

PORT LIMITS: See “Plan”. 

PILOTAGE: Location of pilotage boarding ground for the bulk sugar 
loading berth is Lat. 18° 30’ S., Long. 146° 24’ E. 

The pilot vessel is equipped with VHF Channels 16, 12 and 6. 
No regular watch is kept. 

For the inshore berth the pilot boarding ground is in position 

Lat. 18° 15’ S., Long. 146° 03.5’ E. 
Coastal and Reef Pilotage: cuomge through the Inner Route of the Great 
Barrier Reef to Torres Strait, and also Palm Passage is conducted by 
licensed pilots of the Queensland Coastal Pilot Service Pty.Ltd. and the 
Queensland Coast and Torres Strait Pilot Service. See “Torres Strait” 
for details. 

Masters are advised that pilotage in the Inner Route and at 
Hydrographers Passage is compulsory. Pilotage in the Great North East 
Channel is recommended by IMO. See “Torres Strait”. 

MAX. SIZE: 52,000 d.w.t., LOA 222 m., beam 31.0 m. and max. draft 
12.3 m. 

HEALTH: Pratique available 24 hours a day, 7 days a week. This is 
carried out alongside. 

TUGS: Required for all movements. One tug comes from Cairns and 
another tug comes from Mourilyan. 

BERTHING: Sugar Wharf: The sugar wharf has an approach jetty from 
the shore 5.76 km. in length. The berth is 224 m. long. 

The wharf is used for the export of bulk sugar which is loaded via a 
travelling gantry. 

The depth of water at LWOST is 13.6 m. 
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The mean Spring rise is from 0.5 m. to 2.9 m. whilst the mean water 
neap rise is from 1.2 m. to 2.1 m. 

The sugar berth was constructed to accommodate vessels of 
40/45,000 d.w.t. with loading rate of up to 1,700 tonnes/p.h. at the 
offshore deepwater wharf. Berth starboard side to. The maximum all up 
weight of vehicles allowed on wharf is 5 tonnes gross. There is a height 
clearance of 2.1 m. on apron. 

Max. air draft above L.W.D. 11.0 m. (bottom of thrower). 

Max. reach from fender face 17.5 m. 

There are 3 sheds and are confined to bulk sugar storage only. Total 
capacity 231,000 tonnes. 

Inshore Berth: Length 133.35 m. Depth 9.0 m. Channel depth 3.3 m. 
Berth officially closed in May 1989. 

FRESH WATER: Not available. 

FUEL: Not available. 

GARBAGE DISPOSAL: Garbage disposal facilities will be provided on 
request at the shipowner’s expense. This is carried out by a private 
contractor and requires ample notice. Drums are _ provided. 
Arrangements should be made through the agent. 

WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS: None. 

CURRENCY: Australian Dollar (A$). 

GENERAL: Stores: Available from Townsville but should be ordered 
prior to arrival. 

AUTHORITY: Ports Corporation of Queensland, G.P.O.Box 409, 
Brisbane 4001, Queensland, Australia. Tel: (07) 224-8797. FAX: (07) 
224-7234. Contact: Harbour Master Townsville, P.O.Box 1921, 
Townsville, Queensland 4810. Tel: 71-5135. Telex: 47124. 
Cables: Harbour Master — Townsville. FAX: (077) 212628. 


AGENT: Sub-agent of Patrick Sleigh Shipping Agencies Pty. Ltd., 
Brisbane. 


MACKAY, Queensland: 21.06 S. 149.14 E. (See Plan) 


PORT LIMITS: Along Lat. 21° 03.9’ S. from Long. 149° 13.5’ E. to Long. 
149° 22.08’ E., thence 180°(T) to Lat. 21°10.0'S. in Long. 
149° 22.08’ E. thence 270°(T) to at 149° 20.1’ E., thence 250°(T) to 
Lat. 21° 12.96’ S., Long. 149° 11.5’ E. 
CERTIFICATES/DOCUMENTS/CUSTOMS ALLOWANCES: See 
“Melbourne”. 
PILOTAGE: conpuaery, service obtained by radio to Agents at least 
24 hours before ETA. Pilots will board in position Lat. 21° 06.94' S., 
Long. 149° 15.22’ E. To allow time for manoeuvring, vessels should be 
under weigh at the Pilot boarding time. Masters are advised not to 
manoeuvre West of a line between Slade Island and Flat Top Island. 
ANCHORAGES: Prohibited Anchorages: 

(a) Lat. 21° 07.63’ S., Long. 149° 13.20’ E. 

(b) Lat. 21° 07.63’ S., Long. 149° 15.70’ E. 

(c) Lat. 21° 06.78' S., Long. 149° 16.55’ E. 

(d) Lat. 21° 05.82’ S., Long. 149° 13.45’ E. 
RESTRICTIONS: None. Day or night access. 
MAX. SIZE: Larger vessels subject to Harbour Master's approval, state 
and gn ly of tide, daylight, and draft, etc. 
HEALTH: See “Melbourne”. Inspection at anchorage or at berth. 
RADIO: See “Brisbane”. A VHF Port Radio Station has been established 
at Mackay Harbour. Frequency: Channels 67, 16, 13, 11 and 6, call sign 
“Mackay Harbour’. Hours: Continuous. 
TUGS: Two tugs of 30 tonne bollard pull available. 


BERTHING: 
Wharf Berth Berth Berth 
Berth Length Length Depth Width 
No. (m.) (m.) (m.) (m.) 
Breast Whart 1 123 208 10.6 36 
South Pier 2 198 198 10.6 33 
North Pier 3 198 198 10.6 33 
Langdon Wharf 4 140 eae 10.6 35 
No. 5 Wharf 5 130 12.0 40 


Slack water entry. Swinging basin 28 t c. 3m.) LWOST. Mean high 
neap tide rise 13 ft. 4 in. (4.1 m.). Mean high spring tide rise 18 ft. 1 in. 


(5.5 m.). 

SPECIALISED CARGO HANDLING FACILITIES: 

Sugar Loading Gantry — Berth No. 3: 

(a) Loader Height: Clear height of loader in horizontal position from 

top of the pier, 26 ft. (7.9 m.). Height of pier above LW, 34 ft. 
(10.4 m.). Can be used in lifting slope “V” position up to 14° above 
horizontal. Max. vessel's hatch height above sea surface with 
which vessel may start loading even at HW, 35 ft. (10.7 m.). 

(b) Outreach: Max. outreach of loader from side of pier, 40 ft. 
(12.2 m.). Breadth of permanent fender from side of pier, 2 ft. 6 in. 
(0.8 m.). The chute can be traversed along the boom for a 
max. distance of 20 ft. (6.1 m.). 

(c) Movable Range. Length of movable range along pier, 445 ft. 8 in. 
(135.8 m.). 

(d) Capacity: Average loading rate 1,400 tonnes/p.h. 

(e) Total storage capacity 727,000 tonnes. 

Container/Unit Load Facilities — Berth No. 4: 

Berth: Length 220m.; depth 10.6m.; width 35m. Wharf deck: 
140 m.x20 m. plus 1.7 m. breadth of permanent fender (38 m.x 18 m. 
plus 0.8 m.); height above low water 8.5 m. 

Grain Loading Gantry — Berth No. 5: 

Gantry travel: 116 m. along wharf. 

Outreach (working): 7.5 m. to 19.5 m. from quay line (without thrower). 

Loading rate: 1,000 tonnes/p.h. (nominal). 


120 


Storage capacity: 30,000 tonnes — 8 silos (at harbour) (additional 
storage in Hinterland). 
Berth: Length 250 m.; depth 12.0 m.; width 40 m. 
Whart deck: 130 m.x20 m., plus 1.2 m. breadth of permanent fender. 
Deck height 9.5 m. above low water. 
STEVEDORES: As much notice as possible. 
TANKERS: Berth at Breast Wharf. Load rate for bulk molasses 300 t.p.h. 
through 46cm. dockline. 25cm. diameter (Caltex) dockline for 
petroleum. 25.4.cm. dockline (Mobil) for petroleum products. 25 cm. 
diameter dockline (CSR) for export of industrial alcohol. 6 in. (15 cm.) 
dockline for export of tallow. Facilities at No. 2 Berth for discharge of 
aqua ammonia. 
DENSITY: Sea wa 
aoe WATER: Available all berths, rate of load 45 tons (45.7 tonnes) 
per 
os Available at Breast Wharf by pipeline and all berths by road 
tanker. 
FIRE PRECAUTIONS: Normal requirements. 
REPAIRS: Small repairs can be carried out. Oxy-welding and electric 
welding plants, compressors and air tools available. Salvage divers 
available. 
WATCHMEN: Not omy ees 
OPENING/CLOSING HATCHES: Normally by crew, but can be done 
by stevedores if required. 
CARGO GEAR: See “Melbourne”. 
REPATRIATION: Facilities available. 
AIRPORT: Daily service to Brisbane and thence to world-wide 
destinations. 
TIME: See “General” before first port. 
Hae in Bank holidays as for Brisbane, plus Waterside Workers’ 
icnic Day. 
POLICE/AMBULANCE/FIRE: Police Tel: 51-2000, Fire Tel: 572244, 
Ambulance Tel: 572222. 
TELEPHONES: Supplied b' Y, Agent or vessel. 
SHIP SUPPLY SERVICES: Broken Bay Light Salvage and Diving 
Services, P.O.Box 233, Mackay, 4740. 39 Main Street, Dundula, 
Q. 4740. Tel: (079) 521592. 
Services: Underwater video inspections and recordi 
propellers, rudders, state of marine fouling and zinc 
damage inspection and report. 
Transport of lubricating oils and essential items. 
Transport of personnel. 
Rendezvous Points: Offshore Mackay and Hay Point. (Other rendezvous 
points can be arranged through ships Agents.) 
Communications: Vessel carries both SSB and VHF. 
Initial contact possibly through Mackay Port Authority. 
Vessel: 12 m. steel salvage and general purpose vessel. 
Bg et Cruises Pty. Ltd., Tel: (079) 57 2595; 57 2596. Telex: 48515. 
-Box 169 Mackay, Harbour Road, Mackay, North Queensland 4740. 
The barge “Tambai II" is available for charter, for the transportation 
of stores, oil, bulk distilate and water. 
GARBAGE DISPOSAL: Ships ga ga rbage collected from ship on request. 
Garbage to be in sealed bags. Time of collection preferrably 1030 hrs. 
Charge $60.00 per 205 litre drum. 
WAS rE OIL DISPOSAL: Contact Towners Cleansing Service. Tel: 
(079) 523555. No storage facilities. 
IDENTIFICATION CARDS: See “Melbourne”. 
DEVELOPMENTS: A refined sugar loading facility with single point 
loading will be available mid-1994. 
AUTHORITY: Mackay Port Authority, P.O. Box 3340, North Mackay, 
Queensland 4740, Australia. Te/: (079) 551155. FAX: (079) 552868. 
Contact: B. Scott, Secretary. Captain J. Bloom, Pier Master. Captain 
B. Lee, Harbour Master. 


AGENT: Patrick Sleigh Shipping Agencies Pty. Ltd., P.O.Box 54, ist 
Level, 36 Wellington St., Mackay, Queensland 4740. Tel: (079) 53 3155. 
Telex: 146345 PATSLE. Fax: (079) 53 3120. Seagram Code: 
4MPATSLE. 


of ships hulls, 
locks including 


MARYBOROUGH (Urangan), Queensland: 
25.18 S. 152.54 E. (See Plan) 


PORT LIMITS: The area between the mainland and Great Sandy Island 

from a line joining Hook Point and the Eastern extremity of Inskip Point 

© the parallel of 25°7' S. latitude, including all rivers, creeks and 
able waters in the above named area. 

TAGE: Pilotage is compulsory for all vessels over 35 m. LOA. 
Hdl of vessels seeking pilotage assistance should request the 
services of a Pilot either through Brisbane Port Control VHF Channel 16 
and 12, Tel: 07 895 1318, or Manager Marine Services Bundaberg, 
Tel: 071 538 208, A/H 071 594 806. Notice of ETA and request for Pilot 
must be made at least 24 hours in advance. 

TIDES: The mean Spring rise is 10 ft. (3.048 m.), while the mean Neap 
rise is 8 ft. (2.438 m.) at Urangan. 

BERTHING: Berth at Urangan is closed to shipping. Port is open for 
commercial purposes to ships of limited size. 

MEDICAL: The Hospital, situated at 185 Walker Street, Maryborough 
may be contacted on telephone number 238222. There is also a hospital 
at L Street, Point Vernon, Hervey Bay. Tel: 071 281 444. 

FRESH WATER: Not available. 

CONSULS: None. 

REPAIRS: Limited small repairs can be carried out. 
POLICE/AMBULANCE/FIRE: 


Fire Services: For emergency calls, dial “OOO” and ask the operator 
for the Fire Brigade. General enquiries should be directed to telephone 
number 212535. The Brigade Station is situated at 98 Lennox Street, 
Maryborough. 

Police Services: For emergency calls, dial “O00” and ask the operator 
for the Police. General enquiries should be directed to telephone number 
212211. The Police Station is situated in Lennox Street, Maryborough. 

Vessels at Urangan should ring Hervey Bay Police on 281122 or 
Water Police on 283333. 

Ambulance Services: For emergency services, dial “000” and ask the 
operator for the Ambulance. General enquiries should be directed to 
telephone number 212244. The Brigade is situated at 155 Neptune 
Street, Maryborough and at 118 Torquay Road, Hervey Bay (Tel: 071 
243 811). 

AUTHORITY: Port of Maryborough: The Ports Corporation of 
Queensland, GPO Box 409, Brisbane, Qid. 4001, Australia. Tel: (07) 
224-7088. FAX: (07) 224-7234. 

Urangan: The Harbours Corporation of Queensland, GPO Box 2595, 
Brisbane, Qld. 4001, Australia. Te/: (07) 224-8730. 

Local Authority: Captain J. Watkinson, Regional Harbour Master — 
South East Queensland, Brisbane. Local Administrative Authority and 
first point of contact, Manager Marine Services Bundaberg, P.O.Box 476, 
Bundaberg, Qlid. 4670. Tel: (071) 538-208. FAX: (071) 528-528. 


AGENT: Sub-agent of Patrick Sleigh Shipping Agencies Pty. Ltd., 
Brisbane. 


MELBOURNE (including Maribyrnong River, Holden Oil 
Dock, Port Melbourne, Williamstown and Yarraville) 
Victoria: 37.50 S. 144.58 E. (See Plan 


PORT LIMITS: Vessels at anchor off Gellibrand Light are considered 
“arrived” for the purposes of priority of berthing. 
DOCUMENTS: 
No. of copies 
required 
Form M & S 11 (List of crew) 3 
Form 42A (Stores List) 1 
Form 5 (Articles owned or in possession of Master, 
Officers or crew) 
Form B921 — Green — Loading Ports List 
Form QA3 (Declaration of animals carried as cargo), 
only if on board 
Form QA4 (Declaration of ship's pets) 
Form QAS5 (Shipmaster's Bond to cover ship’s pets) 
Form A Q360 (Health Report) 

Of the above, Forms 42A and 5 need only be compiled at first port of 
call in Australia. Passenger — individual Passenger Cards are utilised 
therefore no List of Passengers required. Agents require 7 copies of 
Manifest of cargo on board and at least 1 set copies Bills of Lading. 
These normally received by probe ab or airmail direct from Agents at 
loading port outside Australia therefore not necessary for Masters to be 
in possession of either Manifest of cargo on board or appropriate copies 
of Bills of Lading. 

Shipmaster’s Report: October 1988. 

4 Crew Lists. 

1 Ship's Stores Consumed. 

1 List of Crew's Possessions. 

4 Ports of Call Lists. 

1 Animals in Cargo List (“Nil” return not required). 

1 Ship's Pets List (“Nil” return not required). 

2 Shipmaster’s Bond. 

2 Health Reports. 

All Ship’s Certificates required. 

All the above to be filled in on Australian forms. 

Also see “Radio Officer's Report”. 

PILOTAGE: The Pilot Boarding Ground for Port Phillip lies 3 miles to 
5 miles S.W. from the Point Lonsdale Lighthouse. The preferred 
boarding position, because of the dangerous tidal conditions at Port 
Phillip Heads, is with the Point Lonsdale Lighthouse bearing 045° at a 
distance of 3 miles. 

At Western Port the preferred boarding ground is 3 miles due South 
of West Head. 

Both pilot stations are manned by a Pilot in Charge at all times. A 
continuous watch is kept on VHF Channels 16, 13 and 12 at Queenscliff. 
At Western Port, the pilot station can be contacted by calling on VHF 
Channels 16 and 14. 

VHF Procedure: 

Two hours prior to arrival at the boarding ground, VHF contact should 
be made on Channel 16 by calling “Port Phillip Sea Pilots”. Please give 
position, course and speed; and ETA at Pilot sachet Ground. 

Following the initial contact a listening watch should then be kept on 
VHF Channel 12 for vessels bound for Port Phillip or Channel 14 for 
vessels bound for Western Port. 

The pilot launch will make contact when abeam of Point Lonsdale or 
West Head outward bound to give final boarding directions. 

Hsp at Port Phillip Heads: (See cautionary notice on Charts AUS. 143 

158.) 

In the entrance the tidal stream runs at its strongest at times of High 
and Low Water, and the ebb stream may at times exceed 9 knots. You 
will be required to be in a position WESTWARD of the tidal stream in 
the fairway when embarking a Pilot. 

Low powered vessels and vessels of over 10.5 m. draft should indicate 
such condition in their first telegram/telex, as the time of their passage 


oa 


ee 


through the Port Phillip entrance may be governed by the tidal stream. 


AUSTRALIA 


Requirements for Embarkation of Pilots: 

1. Make a good /ee for the pilot launch with the wind and sea well 
abaft the beam on the weather side, and a speed of about 7 knots. 

2. The pilot ladder constructed and rigged in accordance with |.M.O. 
requirements and IMPA Recommendations. The ladder should be 
clean, properly fitted with spreaders, well clear of all discharges and 
outlets, and all outboard fittings which might foul the pilot launch. 
The bottom of the ladder should be 1.5 m. or 5 ft. above the water. 
The distance from the waterline to the point of access must not 
exceed 9 m. 

3. Two clean manila manropes of not less than 24 mm. dia. and not 
more than 32 mm. dia. are to be securely made fast to the ship, and 
must not be made fast to the ladder at any point. The manropes 
must not be longer than the ladder. 

4. Where the ladder is rigged over a bulwark, two stanchions are to 

be securely fitted in the top of the bulwark, one on each side of the 

ladder, and steps are to be provided from the top of the ladder to 
the deck. 

A heaving line is to be provided for mail and the Pilot's bag. 

By night a bright light is to be provided, shaded to show downwards 

and forward to clearly illuminate the ladder and the ship's side. 

Tripping lines and boat ropes are not to be used. 

An officer should be in attendance at the ladder, with life-saving 

appliances ready for immediate use. 

An approved pilot hoist may be used if permission is obtained from 

the Port Phillip Sea Pilots. 

Masters are urged to have all gear kept in first class condition, to have 

it inspected regularly, and to ensure always that the ladder and 

manropes are securely made fast. Serious accidents have occurred 
through inattention to these matters. 

Should the gear and the manner in which it is rigged not be 
satisfactory, pilotage services may be withheld. 

Vessels ETA: MOST IMPORTANT -— For effective use of Pilots, it is 

essential that the Master of a vessel Seed A Pilot for either Port 

Phillip or Western Port, advises the Pilot ice (Tel: 052-521400. 

Fax: 052-521952. Telex: AA36920). Pilots, not less than 24 hours before 

arrival, his ETA and deepest draft. Changes in the ETA of more than 

1 hour should be amended immediately, and the final ETA confirmed 

4 hours before arrival. 


© @N on 


ANCHORAGE: Quarantine Anchorage: If, from Quarantine Regulations, 
Southerly gales, or other causes, it is necessary to anchor off the old 
Quarantine Station, a vessel drawing more than 6 m. should anchor to 
the Northward of the light, Fl. WG. 3 secs. adjacent to the red brick 
chimney 24 m. high, with the light bearing 195°; 3 to 6 cables off-shore, 
in depths of from 11 m. to 15 m. and at night in the white sector of the 
light visible from 126° through South to 199°, preferably with the light 
bearing 195° and Port Lonsdale Light bearing 280°. 

Queenscliff Anchorage: \|n chal tl off Queenscliff, care should be 
taken to keep clear of West Channel Fairway by alae up as near as 
possible to N.W. side of channel. A good berth in a depth of 12 m. and 
in red sector of low light, may be obtained with High Lighthouse bearing 
284° distant 0.5 miles, and fixed green light at Queenscliff Pier Head 
bearing 326°. 

Vessels awaiting berths in the Port of Melbourne are normally directed 

to anchor at Pilot's discretion South of Gellibrand Light and clear of the 
Melbourne Ship Channel. 
Tank Cleaning: The Port of Melboure Authority, the responsible authority 
for the waters of Port Phillip Bay, has issued a circular which requires 
all Masters to notify the Authority if they intend to anchor in the waters 
of Port Phillip for the purpose of cleaning tanks, gas freeing, cooling 
down or repairs. 


RESTRICTIONS: Depths in Approach Channels: 


Depth 
(m.) 
South Channel 12.5 
(Port Phillip Bay South Channel depth restricts draft to 
11.3 m. at all times, or up to 11.9 m. with tide.) 
West Channel 5.0 
Fawkner Beacon to No. 11 Beacon 13.1 
Depth 
(m.) 
No. 70 Beacon to Port Melbourne 10.6 
No. 11 Beacon to No. 23 Beacon 13.1 
No. 21 Beacon to Webb Dock 12.5 
No. 23 Beacon to Swanson Dock 13.1 
Appleton Dock 12.0 — 10.7 
No. 24 Victoria Dock to Victoria Dock Entrance 11.0 
Victoria Dock Entrance 11.0 
Victoria Dock Entrance to and including No. 21 South Wharf 9.4 
No. 21 South Wharf to Floating Dock 8.5 
Holden Basin to No. 1 Maribyrnong 10.3 — 10.0 


The nature of the bottom in the approach channels to Port Melbourne, 
and in the River Yarra, is clay. 


Swinging Basins Diameter Depth 

ze (m.) (m.) 
Victoria Dock (Outside) 274 11.0- 9.7 
Victoria Dock (inside) 350 11.0 
Appleton Dock 366 12.0 
Swanson Dock 329 13.1 
Holden 305 13.1 — 10.3 
Port Melbourne 490 10.9 
Gellibrand Pier 396 13.1 — 11.2 
Webb Dock 390 13.1 -—11.2 
Channel Junction (Port Melbourne and 420 


Williamstown Channel) 


BRIDGE: Clearance under Westgate Bridge is 51.6 m. at LW. (See 
“Max. Size”). 
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MAX. SIZE: In the Port of Melbourne, draft and length limitations for 
navigation of vessels are determined by the Port Phillip Sea Pilots, and 
these divisions are outside the jurisdiction of the Port Authority, the Port 
of Melbourne Authority. 

Note: Port Phillip Bay South Channel depth restricts draft to 11.3 m. at 
all times, or up to 11.9 m. with tide. Vessels that do not comply with 
these requirements may be berthed after consultation with the Port of 
Melbourne Authority/Port Phillip Sea Pilots. 

Maintained Depths and Maximum Ship's Draft and Length 
Specifications: (All dimensions in metres). 


May be required to 
berth head in if 21 SW 


Head-in if over 90 m. If 
beam over 25 m., 
5 Yarraville must be 


require 5 Yarra 
be clear. 


Yarraville 1 Head-in if over 90 m. 
Certain vessels require 
1 Maribymong and 5 
Rabel Guaee aeeey to be clear. 


5 


it ale 


Notes: Vessels that do not comply with these requirements may berth 
only subject to approval from Manager Port Operations. 

An under-keel clearance of 0.8 m. is required when navigating in the 
Port of Melbourne, and maximum drafts at berths have been compiled 
on this basis. However, vessels over 185 m. require 10% of draft under- 
keel clearance when saeea in the port. 

The clearance under West Gate Bridge is 51.6 m. (clearance under 
ore, gantry 49.7 m.) from Australian Chart Datum (zero on tide 
gauge). 

All movements are subject to weather conditions. 

Port Philip South Channel depth restricts draft to 11.6 m. at all times, 


or = to 11.9 m. with tide whilst maintaining 10% under-keel clearance. 


Lk eae ane to be addressed through the Duty Port Superintendent. 
PRATIQUE: All overseas vessels at first port of entry to Australia or at 
any subsequent ports, subject to quarantine until pratique granted or 
until vessel released from quarantine. If examinations and inspections 
satisfactory vessel granted pratique for all Australian ports. A list of 
names and addresses of passengers also required at first port of entry. 
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24 hours quarantine clearance of overseas vessels available. Treatment 
of Crew members for illnesses other than quarantineable diseases 
arranged by private ~ itioners through ship's Agent. 

Radio Pratique: ssion of Radio Pratique is available to all 
vessels except those which carry stock animals. Following requirements 
to a ne in the case of a vessel requiring Radio Pratique or permission 
to é 
(a) (1) The Master of the vessel or his Agent must make a request 

(using Form Q2) to the Department of Health within the period 
of 24 hours prior to the arrival of vessel giving answers to all 
questions on the form. 

(2) If the answers given are satisfactory Radio Pratique will be given 
for Melbourne a specified time and date enabling the vessel 
to proceed to the berth without displaying the quarantine signal. 

(3) A Quarantine Officer will board the vessel at the berth, if the 
answers given on the Declaration of the Health (Q360) are found 
to be satisfactory pratique may then be granted for all Australian 


ports. 
(b) Notwithstanding that pratique for all ports may have been granted, 
Master will still be responsible for reporting any case of infectious 
disease which may subsequently occur whilst vessel is in Australian 
waters. 

Should a case of infectious disease (not being a quarantineable 
disease) occur on board whilst vessel is at sea in Australian waters, 
Master will be required to advise by radio Commonwealth Regional 
Director of Health for State in which next port situated, who will arrange 
for a Quarantine Officer to see case on arrival, Master will not be required 
to fill in a Supplementary Health Form and vessel will be permitted to 
proceed direct to berth without flying “Q” flag. 

Should a case of suspected quarantineable disease occur on board 
whilst at sea in Australian waters, Master is required to radio details to 
the Commonwealth Regional Director of Health for State in which next 
port situated and await instructions. Commonwealth Regional Director 
of Health will decide according to circumstances whether to inspect 
vessels outside Quarantine Line or permit it to proceed to berth and will 
advise Master. 

(c) Should it come to notice in any particular case that Radio Pratique 
has been granted as a result of a wireless message sent in accordance 
with sub-paragraph (a) whereas in fact wireless message contains false 
information, matter will be investigated thoroughly and reported to the 
Director-General of Health who will decide whether radio pratique will 
be denied in future to vessel on which Master and the ship's surgeon 
hold responsibility. 

RADIO: Melbourne Radio VIM. 

A Shipping Control Centre referred to as “Harbour Control” is 
established on the southern side of Victoria Dock entrance. It is a two 
ene structure supported on a rectangular tower with an overall height 
of 39.6 m. 

Movement of traffic within the Port of Melbourne is controlled from 
Harbour Control who direct all shipping movements in and out of the 
port, and co-ordinate all ancillary services connected with shipping 
movements on a 24 hour basis. 

The radio call sign is “Harbour Control”, and the following frequencies 
and Channels are available continuously: 


156.3 MHz Channel 6 Intership operations. 

156.4 MHz Channel 8 Pilot and tugs. 

156.5 MHz Channel 10 Pilot and tugs. 

156.6 MHz Channel 12 Port Phillip working channel. 


156.650 MHz Channel 13 Pilot and tugs. 

156.8 MHz Channel 16 Calling and distress. 

156.375 MHz Channel 67 Calling and distress. 

All vessels fitted with VHF radio shall, when navigating or at anchor 
within the Port of Melbourne, keep a continuous listening watch on 
Channel 12. 

When approaching the Port of Melbourne, radio communication is 
made with Harbour Control initially on Channel 12 and then on a Channel 
as directed for berthing instructions and information regarding the 
movement of other vessels. Vessels entering the port shall not pass 
Fawkner Beacon, Charles Grimes Bridge or Shepherd Bridge without 
permission from Harbour Control. This shall not apply to vessels less 
than 20 m. in length except when such vessel is towing or licensed to 
carry passengers. 

A vessel anchored or berthed in the Port shall not leave its anchorage 
or berth without permission from Harbour Control and acts during the 
currency of the permission which shall be 15 minutes. This shall not 
apply to vessels less than 20 m. in length except when such vessel is 
towing or licensed to carry passengers. 

Vessels proceeding inwards are to report their positions to Harbour 
Control where applicable when passing Fawkner Beacon, Breakwater 
Pier and Westgate Bridge. 

Vessels proceeding outwards are to report their positions to Harbour 
Control where applicable when passing Westgate Bridge, Breakwater 
Pier and Fawkner Beacon. If vessels are departing from Webb Dock or 
Port Melbourne they are also to report when leaving berth. 

The following procedure is followed in respect to the navigation of 
vessels in the vicinity of Webb Dock and is given for guidance. 

1. If inward-bound river traffic has not reached No. 12 Beacon by the 
time a vessel is ready to depart from Webb Dock, the inward-bound 
vessel will generally be directed to wait until the departing vessel has 
cleared Webb Dock and is able to cross to the correct side of the 
channel. (In practice this takes about 5 minutes). 

2. It is incumbent on a vessel not to depart from Webb Dock unless 
there is sufficient time for the vessel to cross to the correct side of the 
Channel without hindering any vessel which may be navigating between 
the Williamstown Breakwater and the River Entrance. 

3. Permission to depart from Webb Dock will usually be given if: 

(a) Inward bound traffic has not passed No. 12 Beacon. 

(b) Outward bound river traffic has not passed Westgate Bridge. 

Permission to depart does not relieve the vessel departing from Webb 
Dock of its responsibility under paragraph 2. 


A Precautionary Area off Point Gellibrand, comprises an area within 
defined limits where ships must navigate with particular caution and 
within which the direction of traffic flow is recommended as follows: 


Caution: 

(a) When entering, transiting and leaving the Precautionary Area, 
vessels at all times should keep to Eastward when inward bound 
and to Westward when outward bound. 

(b) Any inward bound vessel shall not hinder: 

(i) Any vessel using the Port Melbourne or Williamstown 
Channels. 

(ii) Any vessel which is outward bound which is within or which 
is about to enter the Precautionary Area. 

(c) It is essential for vessel navigating within the Port to maintain 
radio contact with Harbour Control and directly with one another. 

Vessels when inward bound may use the area to the East of the Port 

Melbourne Channel. Yachts and other pleasure craft should keep to the 
East of the Port Melbourne Channel as far as possible and avoid at all 
times hindering the movement of larger vessels, particularly those 
constrained by size and draft to the shipping channels. 


VTS: Operates on VHF Channel 12. 


RADAR: A radar based automated ship monitoring system provides 
coverage over the whole of Port Phillip Bay, upto Point Henry on the 
Westem side of the Bay, and seaward of Point Lonsdale over a 20 mile 
radius. 

Harbour Control Tower: The central site of operations, provides 
advisory navigational information on request, and covers the approaches 
to Melbourne. 

Point Lonsdale Signal Station is a secondary operations site and 
covers areas from Port Phillip Heads to Hovel Pile (South Channel) and 
West Channel Pile (West Channel). 


TUGS: Tugs attend for inward-bound vessels at or in vicinity of 
Gellibrand Light for vessels proceeding either up river or to Port 
Melbourne berths. On departure and should vessels require attendance 
down river, service terminated in vicinity of river entrance. Tugs present 
for service at any point required by Owner or Agent. Ships lines, or tug 
lines at a charge. Crews of tugs will not accept wire tow line. Wire tow 
line with rope end of 5 or 6 fathoms acceptable, rope section being 
available for tugs towing hook. 


BERTHING: 
Yarra River — North Bank 
Depth Length 
of of Miscellaneous 
Berth Water Berth Information 
No. (m.) (m.) 
9 8.5 128 Out of Commission 


Berths No. 7, 8 and 10 — 15 are closed to commercial shipping. The 
height of wharf decking at all berths is 3.0 m. above ACD. 


Appleton Dock 
Depth ack 
of oi Miscellaneous 
Berth Water Berth Information 
No. (m.) (m.) 
B 10.7 192 These berths are enclosed in a 
Cc 10.7 192 security compound and are used 
D 10.7 252 mainly for container, Ro/Ro, quarter 
ramp and unit loads. There are two 
luffing cranes, one at 40 tonnes and 
one at 30 tonnes capacity. 
E 10.7 144 _ Berths used for dry bulk cargoes, 
F 10.7 200 scrap metal, etc. 


Wharf decking at all berths is 3.7 m. above ACD. 


River Yarra — South Bank 


pth Length 
of fe) Miscellaneous 
Berth Water Berth Information 
No. (m.) (m.) 
12 6.0 117 Small craft only. 
13 6.0 152 Small craft only. 
14 4.6 105 Out of commission. 
15/16 8.5 364 Small craft only. 
17/18 8.5 251 Berths No. 17-19 used as import 
19 8.5 190 vehicle compound. Enclosed in a 
security compound, with a storage 
area of 4 ha. behind the berths. 
21 9.4 243 This berth is used for steel, timber 
and vehicles. 
25/26 11.0 266 Bulk cement products. 
27 9.4 146 
28 9.4 146 
29 9.4 146  ~=Tug berth. 
30 9.4 183 Tug berth. 
31 9.4 183 
32 9.4 253 Out of commission. 
33 13.1 215 Bulk cement products. 
Height of wharf decking above ACD: 
Nos. 12-16 3.5m. 
Nos.17-19 2.7m 
Nos. 21-31 3.5m 
No. 32 3.0 m 
No. 33 2.8m 


AUSTRALIA 


Victoria Dock 
Depth Length 
of of Miscellaneous 
Berth Water Berth Information 
No. (m.) (m.) 
2 10.3 171 
3 10.3 158 } Common user multi-purpose berths. 
4 10.3 188 
5 9.4 225 Ro/Ro, Container Unit Load 
6 9.4 165 Terminal for Tasmania Service. 
2 berths, 2 ramps. Security 
compound. 
8 8.5 186 Closed to commercial shipping. 
9 9.4 164 Closed to commercial shipping. 
10 9.4 161 Closed to commercial shipping. 
11 9.4 55 Out of commission. 
14 9.4 180 Closed to commercial shipping. 
15 9.4 135 Closed to commercial shipping. 
16 11.0 197 Common user multi-purpose berth. 
17 11.0 197 Common user multi-purpose berth. 
19 9.4 Out of commission. 
20 9.4 Out of commission. 
21 9.4 Out of commission. 
22 9.4 261 
24 9.4 261 


SPECIALISED CARGO HANDLING FACILITIES: 


Port Melbourne 
Depth Length 
of of 


Miscellaneous 
Berth Locality Water Berth Information 
No. (m.) (m.) 
OE; Station Pier 10.9 223 Principal Overseas 
O.W. Station Pier 10.9 257 Passenger Terminal 
LE. Station Pier 10.9 220 Ro/Ro Terminal for 
LW. Station Pier 10.3 220 Tasmanian passenger/ 
vehicle ferry. 
Webb Dock 
Depth Length 
of of Miscellaneous 
Berth Water Berth Information 
No. ay ) (m.) 

1 137 Lay-up only. 

2 3 140 —_Ro/Ro loading, Container and Unit 
cargo facilities for interstate and 
overseas trade. 

3 10.0 183 

4/5 12.5 530 Two single lift container cranes, 


caste 35 tonnes, and Ro/Ro 


mp. 
The wharf decking is 3.0 m. aeons ACD at Berths No. 2, 3, 4 and 5, 
and 2.9 m. at Berth No. 1. 


Swanson Dock 


Depth Length 
of of Miscellaneous 
Berth Water Berth Information 
No. (m.) (m.) 
1W. 13.1 Overseas Container Terminal. 
2W. 13.1 944 Security compound. 1 single lift 
3 W. 13.1 portainer crane, capacity 58 tonnes. 
4w. 13.1 3 single lift portainer cranes, 
capacity 47 tons. 
LE. 13.1 Overseas Container Terminal. 
ZE: 13.1 844 Security compound. 4 single lift 
ead 13.1 portainer cranes, capacity 46 tonnes 
4_E. 13.1 each, 1 post Panamax crane, 


capacity 60 tonnes. 
The height of the wharf decking throughout the dock is 2.7 m. 


Yarraville Area 


Depth Length 
of of Miscellaneous 
Berth Water Berth Information 
No. (m.) (m.) 
1 7.1 178 Out of commission. 
5 9.4 178 Bulk, Raw Sugar and Gypsum. 
6 9.8-10.2 256 Bulk Dry Chemicals. 
Holden Oil 
Dock 13.1 183 ~~ Bulk Oil. 
hi alt of wharf decking above ACD: 
No. 1 3.2 m. 
No. 5 3.5 m. 
No. 6 3.4 m. 
Holden Oil Dock 3.0 m. 


Maribyrnong River Area 
Maribyrnong 

1 10.0 178 Bulk Petrochemicals, 
Molasses, Lub. Oil and Tallow. 


Williamstown Area 
West Side Breakwater Pier 


11.2 213 L.P. Gas. 
East Side Gellibrand Pier 
10.6-11.8 289 ~— Bulk Crude Oil 


See also “Tankers”. 


STEVEDORES: ETA Advices: Firm ETA, if possible, before noon on 
previous day to arrival. If not possible no later than 1500 hrs. on day 
previous to arrival. 
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MEDICAL: No advance notice necessary for medical attention required 
on vessel's arrival. All hospital facilities available. No inoculations 
required for vessels coming to Australia but Master should possess 
International Health Cards for each member of crew. 

TANKERS: (Also see “Anchorage”’). Holden Oil Dock at Yarraville 
suitable for tankers up to 183 m. length. Max. draft 11.9 m. atL.W. Depth 
alongside 13.1 m. Line sizes from 100 mm. to 400 mm. Marine Loading 
Arm. 

Williamstown: Gellibrand Pier, depth alongside 10.6 m. can accom- 
modate tankers up to 290m. length. Max. draft 10.0m. — 10.6 m., 
depending on length. Discharge via Chicksan arms. 

Breakwater Pier, depth alongside 11.2 m. accepting tankers up to 
230 m. length. Max. draft 7.6 m. — 10.6 m., depending on length. 
Maribyrnong: No. 1 Berth, depth 10.0 m. can accommodate tankers up 
to 178 m. length. Max. draft 9.4 m. Height of wharf decking 2.9 m. above 
ACD. Berth is used for Bulk Petrochemicals, Molasses, Lub. Oil and 
Tallow. 

Line sizes: 100 mm. to 250 mm. lines; 

100 mm. to 200 mm. hoses. 
Ballast: Slop facilities only at Holden Oil Dock. 
Safety Requirements: The Port of Melbourne Authority is introducing 
the following safety requirements for all tankers berthing at Melbourne 
and Masters of such vessels likely to call at Melbourne should be notified 
accordingly. 

(a) A declaration required from the Tanker Master prior to arrival at 
Melbourne ph | the following information which must be in the 
hands of the PMA at least 24 hours prior to the tanker’s arrival: 

(i) Is the hull leak free? 

(ii) Is inert gas system fitted and fully operational? 

(iii) Is crude oil washing system fitted and fully operational? 

(iv) Are there any defects to the tanker, machinery or 
equipment which would affect safe pilotage, berthing, 
cargo or ballast operations? 

(v) Have stress calculations for the envisaged programme of 
cargo transfer, ballasting and bunkering been made? 

(vi) Ls . hull stress calculated within recommended safety 
imits 


The following special information is required for liquefied gas tankers: 


(vii) Are all cargo tanks and lines oxygen free? 
(viii) Is reliquefication or boil-off control equipment in good 
working order? 

(b) The following items will be required from the tanker Master 
immediately upon berthing for stowage in the ‘Emergency 
Document’ box: 

(i) A list of the characteristics of the cargo on board and to 
be handled, and position of stowage. 
(ii) Cargo Transfer Plan, schematic type, 2 copies required. 
Plan to include times, sequence and rate. 
(iii) Crew List. 
(iv) Tanker’s general arrangement plan. 

It is recommended that the declaration required from the Tanker 
Master regarding Section (a), Questions 1-8, be despatched by telex in 
an abbreviated form to Melbourne Harbour Control, Telex: HBRCON 
33437, prior to the vessel berthing in Melbourne. Below is set out a 
sample telex message: 

HBRCON 33437 
ATTENTION — PORT OPERATIONS 


QUESTIONS |, Ill, V, VI Yes 
QUESTIONS Il, IV No 
QUESTIONS VII, VIII Not applicable 
F BLOGGS 


MASTER, M.V. “SEASPRAY” 


New Safety Requirements at Tanker Berths: Dated 31st January, 1984. 


3.2.3.3. Emergency Towing Wires: The Master of a ship having on 
board dangerous substances shall ensure that immediately after the ship 
has berthed, wire hawsers of adequate strength to allow the ship to be 
towed from the Berth are placed over the outboard side at the fore and 
aft ends of the ship: 

1. such wires shall have an eye in the outboard end and be made 
securely fast to the ship at the inboard end, and shall be tended 
and adjusted to remain within 1 m., of the water level to meet 
changes in the draft of the ship; 

2. in order that sufficient wire can pay out to enable the tugs to tow 
effectively, 55 m. of slack wire or such other lengths as required 
by the Port of Melbourne Authority shall be retained between 
bollard and fairlead; and 

3. to prevent the slack wire from running out, it shall be stopped by 
rope yarn or other easily broken means. 

Access Between Tanker Terminal and Ship: 
The Master shall provide safe access to the ship by means of a 
properly rigged Gangway. Where practicable the gangway shall: 

1. be adjacent to the ship's accommodation; and 

2. be clear of cargo hoses and the ship and shore cargo manifolds. 

Where a fire or explosion in the shore cargo manifold area could block 


the escape route of persons from the ship, the Master shall ensure that: 


1. the outboard accommodation ladder is turned out and rigged 
ready for immediate lowering; and 
2. the outboard lifeboat is lowered to the embarkation deck and kept 
ready for immediate launching. 
Moorings: 
The Master shall ensure that any mooring wire used to secure the 
ship is fitted with a rope pennant unless: 
1. the mooring wire is secured on the Berth with a quick release 
device, or 
2. permission to use mooring wires without pennants has been given 
by the PMA. 
Anchors Ready for Letting Go: 
The Master shall ensure that immediately after the ship is secured at 
the berth an anchor is walked back clear of the hawse and is kept ready 
for letting go. 
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Operation of Sea and Overboard Discharge Valves: 

Except where the PMA otherwise permits, the Master of ship handling 
liquid bulk dangerous substances or oils shall ensure that all sea and 
overboard discharge valves connected to cargo or ballast pumps are 
kept closed. 

Any valve required to be closed by the above shall be secured by 
lashing or, in the case of remotely operated valve, by a suitable means 
or marking to prevent the accidental operation of the valve. 

Radio Procedures: 

The Master of a ship having on board liquid flammable bulk dangerous 
substances shall ensure that, whilst the ship is at a berth, the main radio 
transmitting aerials are earthed. 

The Master of ship having on board liquid flammable bulk dangerous 
substances shall ensure that, prior to the ship's radar or radio equipment 
being serviced: 

1. permission is obtained from the PMA, and 
2. any conditions imposed by the PMA are observed. 
DENSITY: 1000 — 1019. 


FRESH WATER: Water available at wharf face at 30 m. intervals. Rate 
50-100 t.p.h. 


FUEL: 24 hours notice required. All grades 1—1500 secs. Marine Diesel. 
Light Marine Diesel. Gas Oil 34 sec. Red No. 100F. Bunker Fuel 600 
sec. Red No. 100F. Light Diesel 37 sec. Red No. 100F. 

At Gellibrand and Breakwater Piers. Minimum notice 48 hours; prefer 
notice 4 to 5 days. 

Tanker fuel oil 450 SSF at 122°F. Volume — unlimited if 4 to 5 days’ 
notice given. 

FIRE PRECAUTIONS: Copy of “Anti-Pollution Notice” is handed to 
Master of tankers on arrival. 

Anti-Pollution Notice: Your attention is drawn to the comprehensive 
legislation in force to prevent pollution of any sort in the Port of 
Melbourne. Visual checks are made on all ships and on an offence being 
detected immediate prosecution may follow. 

You are warned that the polluting by oil is an indictable offence 
entailing a fine of up to $50,000 plus costs of cleaning and damage to 
the environment. 

Due to the poor natural roomy Le: Port Philip and Hobson's Bays any 
pollutants discharged into these Bays tend to have a long lasting effect 
and can cause serious environmental damage. 

All Scuppers and overside deck openings shall be securely plugged or 
blocked during the handling of any dangerous goods or oil or ballast 
water. 

Discharge of oily ballast water or bilges is not permitted within the 
Port of Melbourne. Permission of the Manager Port Operations must be 
reread prior to taking in or discharging any ballast including water 

jast. 

Tank washings must not be discharged overside in the Port of 
Melbourne. 

Sewage holding tanks must not be pumped out in the Port of 
Melbourne. While a vessel is lying alongside any wharf, all discharge 
outlets shall be properly screened or protected to ensure that discharges 
shall not fall upon the wharf. 

Garbage and refuse must not be dumped overside but must be kept 
for disposal ashore as directed by the Port Authority or kept on board. 

Immediate notification shall be given to Harbour Control in the event 
of any spillage of oil into Port waters. 


CONSULS: The following countries are represented by consuls in 
Melbourne: 

Austria, Barbados, Belgium, Chile, China, Colombia, Croatia, Czech 
Republic, Denmark, Dominican Republic, Ecuador, Egypt, El Salvador, 
Finland, France, Germany, Greece, Honduras, Hungary, Iceland, India, 
Indonesia, Italy, Japan, Latvia, Lebanon, Liberia, Malaysia, Malta, 
Mauritius, Mexico, Monaco, Nauru, Nepal, Netherlands, New Zealand, 
Nicaragua, Norway, Pakistan, Peru, Philippines, Poland, Portugal, San 
Marino, Spain, Sri Lanka, Sweden, Switzerland, Syria, Taiwan, iland, 
Tunisia, Turkey, Ukraine, United Kingdom, U.S.A., Vanuatu. 
REPAIRS/DRY DOCKS: Marine repairs of any description can be 
carried out. There is one graving dock in the port. The Alfred aan 
Dock at Williamstown — Length at floor 139.9 m. Depth on sill at AC 
7.26 m. Breadth at keel block level 19 m. 


OPENING/CLOSING HATCHES: Normally carried out by Stevedores. 
Ship's crew may if required by vessel to do so. Crew may close hatches 
prior to sailing; but if Stevedores instructed to do so, they then claim 
right to finish, unless ship sails before completion of work. 
CERTIFICATES: Register — showing vessel's name, port of registry, 
gross and nett tonnages and Owner. Loadline Certificate which must be 
current. Safety Radio Certificate. Safety Equipment Certificate. Light 
Dues Receipt, Ship's Articles (British), Clearance from previous port. 
CUSTOMS ALLOWANCES: 200 cigarettes in an opened carton or 
0.5 Ib. cigars or 0.5 Ib. tobacco. 1 bottle spirits (opened). 

CARGO GEAR: This must comply with Australian Regulations, as 
issued by the Ministry of Shipping and Transport. 

When working cargo with ship's gear, certificates should be available 
to attest to identification and good condition of all such gear. If vessel 
on first visit to Australia and certificates not available, a declaration by 
Master will be accepted provided gear in order. On subsequent visits 
certificates and identification of each item of gear must be readily 
produced. 

REPATRIATION: All facilities available for effecting crew changes and 
repatriation — namely sea, air and rail. 

HOLIDAYS: Sunday, Christmas Day, Good Friday, Labour Day, Picnic 
Day, Anzac Day: with exception of Sunday are regarded as ‘close 
holidays” and waterside workers cannot be required to work on these 
days. Only work of special nature performed on these days by 
agreement. 

Following ordinary holidays observed: Boxing Day, New Year's Day, 
Australia Day, Easter Monday, Queen's Birthday, Melbourne Cup Day. 


On Boxing Day and New Year's Day, waterside workers will work on 
following classes of vessels only, namely: 

(a) Passenger ships to sail on schedule. 

(b) Ships to finish and sail before next pick-up of labour. 

(c) Ships which in opinion of local Board of Reference, should be 

declared “Urgent Vessels”. 

(d) Marine casualties. 

On remaining ordinary holidays work performed if required by an 
employer. Work performed on holidays subject premium rates of pay. 
POLICE/AMBULANCE/FIRE: Fire, Ambulance, Security — Port 
Emergency — Tel. 614-2861 or, by VHF Radio Channel 12 “Melbourne 
Port Emergency”. 

TELEPHONES: Telephone can be placed aboard at all berths. Trunk 
calls cannot be made from shipboard phones. 

SERVICES: Tank cleaning and compass adjusters available. 

SHORE LEAVE: Crew allowed ashore. No passport required while 


ashore. 

IDENTITY CARDS: Not required to be carried by crew going ashore in 
Australia. However, Section 23 of the Migration Act 1958/1964 provides 
that Masters of vessels entering Australia from overseas shall have in 
their possession an identity card in an approved form for each member 
of crew. These provisions included in the Act to ensure positive 
identification available to departmental officers should any Seaman, not 
being an Australian citizen, desert vessel. Should vessel arrive in 
Australia without required Seamen's Identification Cards, seamen are 
unable to go ashore until photographer called to vessel in order to 
photograph each crew member, and identification cards completed. 

Following nationalities need not complete identification card required 
under Migration Act provided Crew members in possession of relevant 
Seamen's Identity certificates/discharge book; Canada, Denmark, Fiji, 
Ghana, Hong Kong, India, Israel, Italy, Japan, Malaysia, Norway, South 
Africa, South Korea, Pakistan, United Kingdom. 

Masters of vessels, Australians and New Zealanders are not required 
to have such an Identification Card. 

Masters are reminded that Crew members’ travel documents and 
Commonwealth of Australian Forms M.315, where applicable, are to be 
retained in the custody of the Master at all times, and are to be produced 
to Customs Boarding Officers upon demand. 

GARBAGE DISPOSAL: Port of Melbourne Authority provides collection 
service 6 days a week (Sunday excluded). No drums or skips are 
provided unless by special request. Cost A$114.00 per day plus A$6.50 
per person on board. Maximum charge A$3,240 per day. Collection is 
arranged through quarantine officer when ship first berths unless Master 
applies for, and receives, an exemption from collection. 

WASTE OIL DISPOSAL: Collection cnly available by private contractors 
arranged through ship's agent. Discharge of waste oil to road tankers 
is available at all berths, depending on wheel loads. Costs depend on 
pe and quantity of waste oil to be disposed of. 

AMAN’S CLUBS: Missions to Seamen, 717 Flinders Street, 
Melbourne, Victoria. Tel: (03) 629 7083. 

Stella Maris Seafarer's Centre, 600 Little Collins Street, Melbourne, 
Victoria. Tel: (03) 629 7494. Services available: Church services, 
outings, dances, bus service to and from vessel, shops, bars, games 
(billiards, darts, table tennis, etc.), videos, postage and telephone 
facilities, counselling and support services, cleaning facilities. 
CURRENCY: Local currency is Australian Dollar. Any amount over 
A$5,000 cash must be declared to Australian Customs. No restrictions 
on amounts less than A$5,000 or travellers cheques. 

GENERAL: 
Publications: 

Australia Pilot Vol. Il. 

Sailing Directions for Victoria. 

Port of Melbourne Handbook. 

Charts: AUS. 154, AUS. 155, AUS. 143. 

List of Lights N.P. Vol. “K”. 

Australian National Tide Tables AHP 11. 

Tidal Data: 
Mean Higher High Water 0.84 m. 
Mean Lower High Water 0.80 m. (Williamstown). 


RADIO OFFICER’S REPORT: September 1990. 

Melbourne was the first port in Australia. 
Documents: Customs and Port Health Authorities will board the ship. 
All Australian forms needed, IMO Crew List is accepted. 

4 copies Crew List. 

4 copies Form M & S 11. 
copy Ship's Stores consumed (Part 1 only), only drugs to be 
declared, no Ship's Stores List required. 

1 copy List of Crew's Possessions (showing value, type, make, serial 

number). 

4 copies Ports of Call. 

1 copy Animal Cargo (‘“Nil” return not required). 

1 copy Ship's Pets (‘Nil return required). 

2 copies Shipmaster's Bond (required only if any ship's pets). 

2 copies Health Report. 

All ship's certificates, including Australian Light Dues Certificates and 
Australian Identification Cards for crew are required. 
Customs Allowances: 1 bottle of liquor (opened and not exceeding 
750 mi.), 200 cigarettes or 225 gm. tobacco. 
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AUTHORITY: Port of Melbourne Authority, Building A, World Trade 
Centre, Melbourne. Postal Address: P.O.Box 4721, Melbourne, 3001, 
Victoria. Tel: (03) 611-1777. Telex: 34211. FAX: (03) 6298121, 6111441. 
Cables: “Harbor, Melbourne”. Contact: Captain T. Honeyborne, 
Manager Port Operations. 

AGENT: Patrick Sleigh Shipping Agencies Pty. Ltd. G.P.O.Box 4329, 
7th Floor, 474-482 Flinders Street, Melbourne, Victoria 3000. 
Tel: (03) 613 1300. Telex: 31293 PATSLE. Fax: (03) 629 3234. 
Seagram Code: 3MPATSLE. 


AUSTRALIA 


MOURILYAN, Queensland: 17.36 S. 146.08 E. 
(See Plan) 


PORT LIMITS: Mourilyan Harbour, the area to the West of a line joining 
Hall Point and the outer extremity of the North Head. 

ARRIVAL: Requirement for vessels in ballast; minimum forward draft 
to be 2% of overall length, minimum after draft — propeller immersed. 


Draft to be notified to Agent in arrival telegram. 
CERTIFICATES/DOCUMENTS/CUSTOMS ALLOWANCES: 
See “Melbourne”. 


PILOTAGE: Order Pilot through Agent, as early as possible. Confirm 
through Agent or direct to Harbour Master, Innisfail. Pilot vessel, located 
in Mourilyan Harbour, watches on VHF Channel 16 when vessel 
expected to berth (Channels 12, 8, 14 and 6 available). Pilot vessel 
white with orange cabin and blue trim. Pilot boards 2 miles East of 
harbour entrance. Approved pilot ladder and good lee required, not 
accommodation ladder. Vessels awaiting Pilot anchor in boarding 
position above, good holding. Leading beacons — in line 270° T, showi 
fixed red neon. Entrance beacons flashing — red port, green starboard. 
Coastal and Reef Pilotage: Pilotage through the Inner Route of the Great 
Barrier Reef to Torres Strait and also Grafton Passage is conducted by 
licensed pilots of the Queensland Coastal Pilot Service Pty.Ltd. and the 
Queensland Coast and Torres Strait Pilot Service. See “Torres Strait” 
for details. 

Masters are advised that pilotage in the Inner Route and at 
Hydrographers Passage is compulsory. Pilotage in the Great North East 
Channel is recommended by IMO. See “Torres Strait’. 
RESTRICTIONS: Berthing takes place for most vessels at or near slack 
water, day or night. Large vessels berthed during daylight only. On 
Spring tides, entry restricted to at or near slack water. No turbine- 
powered vessels accepted. Night-time sailings permitted. Vessels 
entering or leaving — Forward draft not to be less than 2% of overall 
length and propeller to be immersed. 

MAX. SIZE: LOA 183 m. and beam 30.0 m. or LOA 175 m. and beam 
32.2 m. 

Draft Arrival: Limited by swing basin, maximum depth 7.1 m. less 0.6 m. 
keel clearance, all vessels swing and berth port side to main wharf. 
Draft Departure: Limited by entrance depth of 8.53 m. less 0.91 m. keel 
clearance. 

HEALTH: See “Pilotage”. Also see “Melbourne”. 

RADIO: VIT Townsville (MF). 

TUGS: 2 tugs stationed at Mourilyan. Tug usually required for 
unberthing. Tug normally pushing or using tug's lines, no extra charge. 
BERTHING: Ships always berth port side to at Mourilyan. One sugar 
and molasses berth, length 193 m. depth 10.0 m. LWOST. 

BULK HANDLING FACILITIES: 

Sugar: Mobile gantry loader. Loading rate 1,500t.p.h. Storage shed 
175,000 tons. Maximum reach from fender face 14.3m. Maximum 
operating air draft above L.W.D. 16.2 m. 

Molasses: Single pipeline. Loading rate 350t.p.h. Storage capacity 
28,000 tons. 

STEVEDORES: No waterside workers employed. Normal ETA advices 
to Agents for arrangement of bulk-loading staff. 

MEDICAL: Hospital facilities available, Port Health Doctor also general 
practitioner. 

DENSITY: Usually 1024 — 1027 irrespective of tide. After heavy rains, 
factor phy January-April, considerable freshening occurs to 1008. 
FRESH WATER: Good water readily available, shore hoses from wharf 
face. Approx. 25 t.p.h. capacity. $1.00 per 1,000 litres. 

pinto Limited quantities of fuel oil and diesel oil available by road- 
tanker. 

CONSULS: None. 

REPAIRS: No major facilities available. Most types of welding, light 
machinery, and pipe-fitting can be arranged. Technicians can usually 
be obtained for radar, etc., with advance notice by radio to Agents. 
GANGWAY WATCHMEN: Not normally required. 

HATCHES: Worked by crew. 

CARGO GEAR: See “Melbourne”. 

REPATRIATION: Possible. 

AIRPORT: Nearest airport at Cairns, 110 km. Regular flights available. 
TIME: See “General” before first port. 

HOLIDAYS: Various national, state and local holidays. Cargo usually 
worked on all holidays except Christmas Day. 
POLICE/FIRE/AMBULANCE: Ring 000 on shore public telephone. 
TELEPHONE: No telephone aboard. 

SHORE LEAVE: Not normally restricted. Distance to nearest township 
(Mourilyan) 10 km., to Innisfail 17 km. No public transport services from 


heour. 

IDENTIFICATION CARDS: See “Melbourne”. 

GARBAGE DISPOSAL: Not available. 

WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS: None. 

CURRENCY: Australian Dollar (A$). 

DELAYS: Awaiting daylight or tide or, exceptionally, awaiting vacancy 
of berth or moderation of weather. No delays usually in loading. 
GENERAL: Port normally used only for export of sugar and molasses. 
Deadweight (cargo on board on arrival) restrictions may apply to certain 
classes of vessel. Agents will advise details if applicable. 
AUTHORITY: Ports Corporation of Queensland, G.P.O.Box 409, 
Brisbane 4001, Queensland, Australia. Tel: (07) 224-8797, (070) 527400 
(Harbour Master). FAX: (07) 224-7234, (070) 351127 (Harbour Master). 
Contact: J.D. Lowans, Harbour Master. 


AGENT: See “Cairns”. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


NEWCASTLE, N.S.W.: 32.55 S. 151.48 E. (See Plan) 


PORT LIMITS: To seaward, all waters enclosed by a radius of 3 miles 
from Nobbys Lighthouse. Vessels are prohibited from anchoring in the 
following area: 

Within the area enclosed by an imaginary line 057° from the green 
light on the outer extremity of the Northern Breakwater and a line 
127° from the red light on the Southern Breakwater to the positions 
where both these imaginary lines meet the arc of a circle of 3 nautical 
miles distant with the navigation light of Nobbys Head as its centre. 
DOCUMENTS: See “Melbourne”. 

PILOTAGE: Compulsory. As much notice as possible through Maritime 
Radio, Sydney (VIS), amending 2 hours prior arrival. Amendment 
through Channel 9 VHF, to Harbour Control. Telegraphic address 
“Marboard”. Pilot vessel painted high-visibility orange, “Pilots” on deck- 
house in black paint. 

Pilot Boarding Ground: Vessels will be advised on VHF Channel 9 by 
the signal station, but will normally be 3 miles — 5 miles due East from 
Nobbys Head Light. Pilots board vessels up to 90,000 tonnes 
deadweight 3 miles off and over 90,000 tonnes 5 miles off. A good lee, 
speed 3 —5 knots, no boatrope, ladder to be approximately 3.0 m. above 
water with manropes. 

Slack Water Inward Movements: The Harbour Master has advised that 
when two inward vessels are programmed on the one tide, the first 
vessel must present itself 3 miles due East of Nobby’s Signal Station 
within 10 minutes of the due Pilot Boarding time. Failure to meet this 
requirement, which may result in the second vessel facing lengthy 
delays, by missing the tide, may prompt the Harbour Master to provide 
services to the second vessel. Owners should ensure that Masters are 
aware of this requirement. 

ANCHORAGE: No anchorage off the port is recommended for all 
weathers. However, a fair weather anchorage may be found South of a 
line 127° from Nobbys Head Light. A good anchor watch should be 
maintained and main engines should not be dismantled whilst at anchor. 
Weather conditions may deteriorate in a very short period. ae 
Southerly weather, sea and swell conditions may become confused. 
Vessels at anchor should weigh and proceed to sea until the weather 
moderates. 

RESTRICTIONS: Entrance Channel dredged to 15.2m. ISLW — A 
minimum keel clearance of 10% draft required. Certain berths within port 
may only be worked during slack water or early ebb tide. Vessels over 
250 m. navigate in daylight only (inward). 

MAX. SIZE: Max. d.w.t. for bulk cargo vessels dependent on 10% under 
keel clearance on entry or departure. 

Steelworks Channel Facility: Max. length of 300 m., max. beam 47 m., 
max. draft 15.2 m. plus tide less 1/11th to provide 10% under keel 
clearance. Depth in loading basin 16.5 m. 

E.g. With a tide of 1.2 m., max. draft is 14.92 m. (tidal range this port 
Om. — 2.1 m.). 

K.C.L. Loader — Kooragang Island: LOA 300 m., max. beam 50m. 
Depth in loading basin 16.5 m. 
HEALTH: Refer to “Melbourne”. 

Newcastle is a first port of entry for quarantine purposes for the coast 
of New South Wales (see page 266 of Sailing Directions). There are no 
quarantine anchorages in the Port and vessels proceed directly 
alongside a berth for quarantine examination. Masters of vessels are to 
ensure that no persons board or land from their vessel until Free Pratique 
is granted. 

RADIO: All radio messages through Sydney (VIS). 

RADAR/VHF: Nobbys Head Signal Station equipped with radar. 
Max. range 64.0 miles. Contact signal station on VHF. Normal VHF 
watch held on Channel 9. Also see “Sydney-VHF”. 

TUGS: Tugs usually come alongside shortly after entering breakwater. 
Tug's lines available for use. 


BERTHING: See “Restrictions”. 
Berth Remarks 


Merewether Street 


m.) 
Wharf 200 6.9  Lay-up Berth 
Lee Wharf No. 4 140 9.1 
Lee Wharf No. 5 171 9.7 Bulk cargoes, lead, zinc, 
general 
No. 1 Throsby 183 11.0 Containers, general 
Western Basin No.1 155 9.1 Lay-up Berth. 
No.3 244 11.6 Grain, 4x1,000 t.p.h. 
Movable loading heads. 
Silo 6,200,000 bushels. 
No.4 293 11.6 Continuation of No. 3. 
General cargo. 30 ton 
portainer crane also 
available. Stern ramp at 
Northern end of berth. 
Eastern Basin 367 *11.6* Berth length with dolphins 
(wharf) 500 m. 
*Depth 11.6 m. for 46 m. 
width. Depth in approaches 
13.1 m. Clearance from 
bottom of chute to 1.S.L.W. 
is 15.2 m. Used for timber 
imports, general cargo. 
Proposal for 
redevelopment compiled. 
State Dockyard 
No. 3 Berth 213 7.0 Waiting berth — repairs. 
No.4 Berth 117 8.5 Waiting berth — water, light 


and power available at both 
berths. 
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Depth at 
1.S.L.W. 
(m.) 


Berth 
Dyke Berths 


Length Remarks 


(m.) 
No.2 533 12.8 Bulk zinc and lead 
concentrate. Loading head — 
1,200 tonnes per hour. 
Lay-up berth. 
Coal loading berths in 
Steelworks Channel. 3 
loading heads, loading rate 
2,500 tonnes per hour each. 
Coal Transhipment Berth. 


No. 3 
No. 5 


No. 6 — — 
Kooragang Island 

No. 2 Cement, fertiliser, 
phosphate, sulphur. Located 
2 miles up river — part of 
“Kooragang Reclamation 
Scheme”. Bulk discharge 
and loading. 2 ship 
“loaders/unloaders”, rate 
650 t.p.h. each. One 
woodchip loading gantry 
also available with conveyor 
system to adjacent 
woodchip stockpile. 
2500 t.p.h. vacuum 
unloaders for alumina and 
petroleum coke. Dolphins 
North and South giving total 
distance of 316 m. 
Kooragang Coal Loader. 
110,500 t.p.h. coal loader 
(8,000 t.p.h. into vessels 
‘ee d.w.t.). (Stage | of 
Coal loading head. Rate 
8,000 — 10,500 t.p.h. 
Kooragang Ship Receival 
Berth. 


13.5 


16.5 


Coal transhipment berth. 
New berth under 
construction at Kooragang 
Coal Terminal. 


Steelworks Wharves: These wharves consist of a long shore berth 
situated at the Broken Hill Pty. Co. Ltd., Iron and Steelworks on West 
side of North harbour Port Waratah and is owned by the Company. 
Length of wharf is 810 m. Diameter of Swinging Basin is 580 m. with a 
depth of 12.8 m. at I.S.L.W. 

Depths of Water at Berths at I.S.L.W.: 


No. 5 _ _ 


No. 2 Berth 9.6m 
No. 3 Berth 9.6m 
No. 4 Berth 7.9m 
No. 5 Berth 12.8m 
No. 6 Berth 7.9m 


At Berths No. 2 and 3 there are 6x10 ton luffing cranes. Height of 
decking of wharf |.S.L.W. is 4.5 m. 

At the Northern or top end of the wharf, Berth No. 5, the Company 
discharges their ironstone and limestone direct from ships by means of 
three powerful travelling grabs. The length of wharf allocated for this 
ay of ore is approximately 275 m. 

The Company's private railway lines, which are connected with the 
Government Railways, run direct to the wharf and their steel products 
are loaded direct from truck, to ship's hold. 

Beyond the wharfage accommodation before mentioned, there is a 
coke berth, Berth No. 6, comprised of dolphins. This berth is 162 m. 
long x 7.0m. wide, including the dolphins on which is erected a 
mechanical coke loading plant for loading direct into vessels’ holds. 
Depth of water available at this berth |.S.L.W. is 7.9 m. 

A liquid pitch loading system is also located at Berth No. 6. 

The channel leading to the Steelworks Wharves is 12.8 m. |.S.L.W. 
Facilities at Wharves: Water, telephones and shore power are available 
at most wharves in the Port. A Maritime Services Board Patrol Officer 
meets all vessels berthing at all except the Steelworks Wharves to 
arrange supply of services required. 


BULK HANDLING FACILITIES: See “Berthing”. 

Notice: \ssued by Maritime Services Board of N.S.W. 

Air Draft at Dyke Berths No. 4 and 5: The max. permissible air draft of 
vessels loading at Dyke Wharves No. 4 and 5 is 18.5 m. This is the 
distance of the hatch covers above chart datum, and not the distance 
between the hatch covers and the water level. This fact should be 
brought to the Master’s attention. The air draft at Kooragang No. 4 
(Kooragang Coal Loader) is 21.0 m. 

To assist the Master or Cargo Officer, a mark has been placed on the 
shiploaders indicating when the limit is being approached so that action 
can be taken by the ship to ensure that the limit is not passed. 
Trimming Procedures: As laid down in “Coal Vessels — Working Code 
— N.S.W. Ports”, a copy of which is in the hands of all Agents and 
Shippers, attention is drawn to Clause 4: 

“On arrival at the loading berth, the vessel's Master or Cargo Officer 
shall nominate the hatches required for trimming purposes to attain the 
vessel's final draft and no more than 2 hatches shall be designated for 
this purpose. No more than 5% of the vessel's total required tonnage 
may be reserved for trimming purposes, and trimming will not be 
permitted in discreet quantities of less than 0.5% of the vessel's total 
required tonnage”. 

In the past this Clause has been ignored but it will be policed more 
stringently in the future. 


Coal Loading: We draw the attention of both Owners and Masters to 
the Port Manager's advice which is reported below: 

1. Subsequent to the harbour deepening and completion of 
development projects on Kooragang Island, the larger vessels 
have caused the surge problems to manifest itself again. The surge 
problems are considered serious and are caused by hydraulic 
interaction of passing vessels. 

2. Therefore, for reasons of safety to vessels and personnel 
employed on ship loading, extreme care will be taken with the 
loading of geared vessels. Loading will cease and shiploader be 
removed from the vessel when shipping movements occur in the 
Steelworks Channel. 

The M.S.B. requests that, as detailed in the coal operation guidelines, 
all vessels due to load coal supply a hatch tonnage list together with a 
proposed loading sequence to the Senior Supervisor 7 days prior to 
arrival. 

Coal shippers have been requested to ensure that Masters are 
advised in good time of the stowage factors of the coal to be loaded, to 
allow accurate calculation of hatch tonnages. 

The Maritime Services Board of N.S.W. have issued a notice regarding 
the practice of trimming vessels by the head and their handling 
characteristics. 

The notice states that a marginally greater forward draft than aft has 
little effect on a vessel’s manoeuvrability and handling and is acceptable. 
It has been noted, however, that vessels have been prepared for sailing 
with the head down by anything up to 0.75 m. which can make steering 
control and handling extremely difficult. 

In the light of this problem the M.S.B. has announced that where 
vessels are found to be excessively trimmed by the head the services 
of an additional tug may be required during manoeuvring. 

Apart from the extra costs involved in hiring another tug it may be 
that, if the vessel's condition is not noticed until sailing time, a delay 
may occur whilst another tug is made available. Stand-by charges will 
also be incurred whilst awaiting the extra tug. 

MEDICAL: All hospital facilities available. 
TANKERS: Bulk Berth Kooragang: Berth length 183.0m., depth 
alongside 11.6 m. 

Berth has flexible discharge hoses. 200 mm. dia. 8 hole ASA flanges. 
DENSITY: Density varies considerably throughout port, with particular 
reference to upstream rains. 

FRESH WATER: Available all berths, 4 — 15 t.p.h. delivery, dependent 
on other demands. 

FIRE PRECAUTIONS: Written notice to Fire Brigade for tankers. 
CONSULS: The following countries are represented at Newcastle: 
Belgium, France, Greece, Netherlands, Norway and Sweden. 

DRY DOCK: Floating Dock: A floating dock, operated by Forgacs is 
moored in Throsby Basin. This dock has a lifting capacity of 15,000 
tonnes; length overall 195 m.; clear width of entrance 33.5 m.; maximum 
draft of vessels is 8.5m. Adjacent to the floating dock are repair 
workshops and two patent slipways, one of 1,250 tons capacity and one 
of 300 ton capacity. 

SURVEYORS: (1) Cargo Superintendents Co. (A’Asia) Pty. Ltd., 
A. Fowler and Associates, Griffith Australia Services Pty. Ltd, 
S.G.S. Australia Pty. Ltd., S.G. Webb & Co. Ltd. 

(2) American Bureau of Shipping, Bureau Veritas, Lloyd’s Register, 
Norske Veritas. 

OPENING/CLOSING HATCHES: Dependent on type of cargo and hatch 
(coal, wheat, ship's crews closing hatches). 

CERTIFICATES AND CUSTOMS ALLOWANCES: See “Melbourne”. 
CARGO GEAR: No additional other than wire preventers to derrick 
heads if rope guys used. Also see “Melbourne”. 

REPATRIATION: Normal facilities available. 

AIRPORTS: Two, approximately 7 miles from city. Several flights daily 
to Sydney. Seaplane service operates from Newcastle Harbour to Rose 
Bay, Sydney. 

TIME: See “General” before first port. 

HOLIDAYS: Christmas Day; Good Friday; Labour Day; Picnic Day; 
Anzac Day are regarded as close holidays and waterside workers cannot 
be required to be worked on these days. On Boxing Day, New Year's 
Day, waterside workers will work on following classes of vessel only: 

(a) Passenger ships to sail on schedule; (b) ships to finish and sail 
before next pick-up of labour; (c) marine casualties; (d) other vessels 
which are agreed between employer and WWF branch officials in the 
port concerned; if there is no agreement on a port basis, agreement as 
to any such ships, to be reached at Federal level. 

On remaining ordinary holidays, work performed as required by an 
employer. Work performed on holidays subject to premium rates of pay. 
No Saturday afternoon work unless vessel is proceeding to sea. 
POLICE/AMBULANCE/FIRE: Dial “000” for Emergency. 
EMERGENCY CO-ORDINATION CENTRE: All emergency situations — 
refer to Australian Coastal Surveillance Centre. (Free call S.T.D. or 
reverse charge). Canberra (062) 476666. 

SERVICES: Compass adjusters available. 
STORING: See “Prelims”. 

(1) Yes. 

(2) No restriction, except on tankships, where stores are generally 
hand-trucked to vessel. Dispensation may be given to use vehicle or 
barge under certain circumstances. 

(3) Yes. 

(5) Normal to Australian ports. 

(6) Yes. Most unusual practice, extremely costly. 

IDENTIFICATION CARDS: See “Melbourne”. 

GARBAGE DISPOSAL: Contact Waste Hawk Disposal Services. 
Tel: (049) 648511. 

WASTE OIL DISPOSAL: Contact Tiger Oil. Tel: (049) 484127. 
SEAMAN’S CLUBS: Seafarer’s Centre (Missions to Seamen and 
Apostleship of the Sea), 96 Hannell Street, Wickham. Tel: 694777. 
International telephone and postage. Hours 1800-2200 (daily). 
CURRENCY: Australian Dollar. 


AUSTRALIA 


DEVELOPMENTS: Eastern Basin site proposed for redevelopment. Lee 
Berths handed over for commercial/residential development. Former 
State Dockyard area is included in East Basin proposals. 

Expansion of Kooragang Coal Loader underway. 


SHIPMASTER’S REPORT: 

Harbour control: VHF Channel 13. 

Anchorage: Liable to the weather — attention to be paid to the Easterly, 
South Easterly and Southerly winds which can suddenly blow strongly 
within 1 hour's time. Best anchorage: 108°, two miles from South 
Breakwater. Not recommended to anchor North of Latitude 32° 55’ S. 


AUTHORITY: M.S.B. Hunter Ports Authority, P.O.Box 663, Cnr. Scott 
& Newcomen Street, Newcastle N.S.W. 2300, Australia. Tel: (049) 
272400. Telex: MSBNEW AA28761. FAX: (049) 264596. Cables: 
Marboard. Contact: G. Connell, Managing Director. Captain N. Morrison, 
Harbour Master. 


AGENT: Patrick Sleigh Shipping Agencies Pty. Ltd., P.O.Box 63, 78 
Hannell Street, Wickham, N.S.W. 2293. Tel: (049) 69 5588. Telex: 28192 
PATSLE. Fax: (049) 69 1381. Seagram Code: 2NPATSLE. 


PORT AUGUSTA, S.A.: 32.29 S. 137.46 E. 
The Port is no longer used by commercial shipping. 


CERTIFICATES/DOCUMENTS/HEALTH: See “Melbourne”. 
PILOTAGE: One mile N.W. of Eastern Shoal North Beacon. The 
regulation pilot ladder secured four steps up from water and manropes 
are required. Boat ropes not required. 

RESTRICTIONS: 16 ft. low water. Minimum 2 ft. under keel. No 
navigation at night. Max. length 450 ft. overall. Tug required for vessels 
410 ft. and over. 

TUGS: From Port Pirie or Whyalla. 


BERTHING: 
No. 1 South 370 ft. Depth 20 ft 
No. 2 Centre 400 ft. ty oe) tk 
No. 3 North ft 


420 ft. pea Fe} 
Total length of wharf 1,190 ft. 

FRESH WATER: 10 t.p.h. 

REPAIRS: Minor repairs only. 

TIME: See “General” before first port. 

TELEPHONE: Police 42-3000; Fire Brigade 42-2000; Hospital 42-2011. 
AUTHORITY: Department of Marine and Harbours, Ellen Street, Port 
Pirie, South Australia 5540. Tel: (086) 321455. Cables: DMH Pirie. 
FAX: (086) 325918. Contact: Captain C. Marshall, Harbour Master/Port 
Manager. 


AGENT: See “Adelaide”. 


PORT BONYTHON, S.A.: 33.01 S. 137.46 E. (See Plan) 


OPERATOR: Santos Ltd., 39 Grenfell Street, Adelaide, South Australia 
5000. Tel: (08) 218-5111. Telex: 82716. Fax: (08) 212-5476. 

Santos Ltd., Port Bonython. P.O.Box 344, Whyalla, S.A. 5600. 
Tel: 086-403100. Fax: 086-403200. 

LOCATION: Port Bonython is situated on the Western shore of Spencer 
Gulf, South Australia, about 160 nautical miles from the entrance to the 
Gulf. The port includes the new Liquids Terminal (Lat. 33°01’ S., 
Long. 137° 47’ E.), which is located about 9 nautical miles from the 
Port of Whyalla. 

PORT LIMITS: See “Plan”. 

DOCUMENTS: 

3 Crew Lists. Form M&S 11, Parts 1 and S. 

1 Crew Personal Effects. Form 5. 

1 Stores List. Form 42a. 

3 Loading Port List (and Ports of Call). 

1 Animal and Pets aboard. Form QA4. 

To be sighted: 

Official Log Book. 

Last Port Clearance. 

Seamen's Identification Card or Passport. 

Safety Certificates: Construction, Equipment, Safety Equipment, Load 
line, Radio, International Oil Pollution Prevention, Light Dues. 
PILOTAGE: Pilotage is compulsory for all vessels when within the port 
limits. Pilots will board inward bound vessels at a position approximately 
165° (T) distance 5 nautical miles from the Whyalla Entrance Beacon 
(No. 1 Beacon). 

Deep draft ships will use the buoyed channel to the East of Fairway 
Bank. Outward bound, ships will disembark the Pilot at the Entrance 
Buoy 165° (T), distance 6.7 nautical miles from No. 1 Beacon. 

Pilot ladders must be rigged and the embarkation and disembarkation 
of pilots must be supervised by a responsible deck officer. Adequate 
lighting must be provided at night. All pilot ladders and accommodation 
ladders must be clean, in good condition and must comply with the IMO 
SOLAS Regulations. 

Spencer Gulf shoals gradually from the entrance and careful 
navigation is needed in the Northern part. Recommended routes for 
large ships are described in “Approaches”. If required, a Department of 
Marine and Harbors Pilot may be embarked, by prior arrangement, off 
the Port of Wallaroo (Lat. 33° 56’ S., Long. 137° 37’ E.). 
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APPROACHES: Approaches and Entrance to Spencer Gulf: 
FROM THE EAST: 

Vessels approaching from the East should set a course to pass no 
closer than 10 nautical miles clear of Cape Borda Lighthouse, from 
where a course may be set to enter the Gulf between Wedge and 
Althorpe Islands. Tracks can be subject to strong cross sets due to the 
tides. On entering the Gulf a safe course should be set to pass to the 
West of Tiparra Reef Beacon, (Lat. 34° 04’ S., Long. 137° 23.5’ E.). 

Vessels with local knowledge sometimes pass to the North of 
Kangaroo Island, using Backstairs Passage and Investigator Strait. 
FROM THE WEST: 

Vessels approaching from the West should set a course to pass 
10 nautical miles South of South Neptune Island Lighthouse, and thence 
into the Gulf by the previously mentioned track. Mariners are cautioned 
against passing within 5 nautical miles of South Neptune Island. 
Northern Spencer Gulf: 

Although good depths are available in the Northern part of the Gulf, 
accurate navigation is essential because the navigable widths are not 
great for deep draft ships, and the coast lines are low lying and 
featureless. The deep water channel off Tiparra Reef is only 4 nautical 
miles wide. From there, set a course to pass Westward of Middle Bank. 
A buoy marks the Southern end of Middle Bank and the navigable width 
for a deep draft ship at that point is less than 3 nautical miles. 

From Middle Bank Beacon, steer to pass West of Yarraville Shoal 
Beacon, keeping clear of Planck Shoal (8.8 m.) and a 10m. patch 
Northward of Middle Bank, both of which are marked by buoys. 

After passing Yarraville Shoal Beacon, a course should be set to the 
Pilot Boarding ground. 

Departure: The outward passage down the Spencer Gulf is the exact 
reverse of the inward passage, with the same need for very exact 
navigation until past Tiparra Reef. 

ANCHORAGE: Inward bound vessels awaiting Pilot or Customs should 
anchor in the vicinity of the pilot boarding ground. Water depth is about 
16 m. with good holding in sand. 

RESTRICTIONS: Except for fishing vessels of less than 500 g.r.t. and 
port service vessels, no vessel may be navigated within the port limits 
at night without prior approval of the Harbour Master. There are at 
present no facilities for handling general cargo. 


MAX. SIZE: Maximum size ships permitted at Port Bonython Terminal: 


Oil tankers: 110,000 d.w.t. 

LPG carriers: 45,000 d.w.t. or 75,000 cu.m. capacity. (Larger sizes 
can be handled at the discretion of the Harbour Master). 

Maximum length overall — 265 m. 

Maximum draft — 15.8 m. 

Minimum size ships: 

LPG carriers: 3,000 d.w.t. or 5,000 cu.m. capacity 

Maximum permitted berthing displacement: 110,000 tonnes. 

Draft: Unless with the Harbour Master's special permission, no vessel 
may navigate within the port or lie alongside the berth with a clearance 
underkeel of less than 20% of her maximum draft. 

HEALTH: Radio Pratique: Vessels arriving from overseas and wishing 
to proceed direct to the berth must apply for clearance by radio. At least 
24 hours before arrival the answers to the Commonwealth Quarantine 
Form ‘Q2‘ must be radioed to the ship's Agent who will submit the 
information in writing to the Quarantine Officer. (See “General” — 
“Health” before first port). If the answers are acceptable, approval to 
berth or Radio Pratique will be granted. 

Note: Until clearance is received, no persons other than Port Health 
Officials and Customs and Excise Officers will be allowed to embark or 
disembark. 

Livestock: Masters are reminded that strict quarantine laws are in force 
in Australia regarding pets or livestock of all sorts. No animals or animal 
products may be landed without written permission. 

RADIO: Adelaide Radio should be worked. 

Not less than 24 hours prior to the arrival of the vessel at the port, 
the Master or Agent of the vessel shall convey details to the Harbour 
Master, of the vessel’s expected time of arrival at the port, draft fore and 
aft, the vessel's last port of call and whether the water-ballast is clean. 

If the vessel is scheduled to proceed direct to the berth on arrival the 
Master shall confirm to the Harbour Master the ETA at least 4 hours 
prior to arrival. 

Declaration Prior to Arrival in Port: 

The owner of a vessel having Dangerous Goods or Oil in Bulk on 
board shall make a declaration in writing to the Harbour Master at least 
48 hours prior to the arrival of the vessel in port providing the following 
information: 

(a) Is the hull leak free? 

(b) Is an inert gas system fitted? 

(c) Is the inert gas system, if fitted, fully operational? 

(d) Is a crude oil washing system fitted? 

(e) Is the crude oil washing system, if fitted, fully operational? 

(f) Are there any defects to the vessel, machinery or equipment, 
which may affect safe pilotage, berthing, cargo or ballast 
operations? 

(g) Have stress calculations for the envisaged PECTED of cargo 
handling, ballasting and bunkering been made? 

(h) Is the hull stress calculated within recommended safety limits? 
Additional information required for liquefied gas tankers. 

(i) Are all cargo tanks and lines free of air? 

(j) Is jo alert aes or boil-off control equipment in good working 
order 

(k) Any other particular information required by the Marine Authority? 

If any changes in conditions on board the vessel occur, after the 

declaration has been made, the Marine Authority should be advised 
without delay. 
VHF: Port Bonython Terminal has facilities for telex, telephone and VHF 
radio communication. VHF Channel 16 is monitored continuously by 
Santos at Port Bonython and by the Harbour Master's Office at Whyalla, 
when manned. 
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Jetty Head: Ships at the berth must remain in communication with the 
control room at all times, using a portable two-way radio. The control 
room can contact the Harbour Master, tugs or emergency services by 
telephone, VHF or UHF radio. 

Report: 1988. 

Contact should be made with Whyalla Port Control which has 
Channels 6, 8, 12, 16 and 67. Santos have listening watch VHF base 
station with Channels 9, 12, 13, 14, 16, 67 and 72. 

When a vessel is within a distance of 20 miles from the pilot boardi 
position, the Master of the vessel shall ensure that an efficient VH 
radio-telephone listening watch is maintained on Channel 16. 

The Master of a vessel arriving at the port shall establish contact with 
the Port Control Station by means of VHF radio-telephone when not 
less than 15 miles from the Pilot boarding position. 

BHP Co. Ltd. will relay messages to the Harbour Master after hours. 
Call “Whyalla Harbour Control” on VHF Channel 16. 


RADAR: The pilot vessel is equipped with radar. There is a jetty head 
approach speed radar. 
TUGS: The tugs ‘Taminga’ and ‘Turmoil’, based at Whyalla, are used 
for berthing/unberthing. Both tugs are owned by the Adelaide Steamship 
Co. Ltd. ‘Turmoil’ is a conventional single screw tug. ‘Taminga’ is 
equipped with fully rotating propulsion nozzles and foredeck towing 
winch. She is also fully equipped as a fire-fighting tug and carries 14,000 
litres of foam concentrate. 
Additionally there is a large tug based at Port Pirie. 
Tug Details: 
Taminga 32m. LOA 3,600 h.p. 
50 tons bollard pull ahead = 47 tons bollard pull astern 
31 m. LOA 2,250 h.p. 
30 tons bollard pull 
Mooring Boats: One mooring bosd is available ex-Whyalla, the ‘Wanilla’, 
a — b.h.p. If required another mooring boat can be obtained from 
ort Pirie. 


BERTHING: The Port Bonython jetty is 2.4 km. in length and has a jetty 
head at right angles to the jetty. The jetty head is 140 m. in length. 
Berth Layout: 

1. The berth, capable of handling ships up to approximately 
110,000 d.w.t., consists of a concrete loading platform erected 
on steel piles. The minimum depth alongside the berth is 20 m. 
at datum. In the immediate approaches, the depth exceeds 17 m. 
at datum along the berthing line over a distance of 600 m. either 
side of the berth centre. No dredging has been carried out and 
no siltation is anticipated in the berth area. The berth is orientated 
088° — 268° (T), approximately in line with the tidal currents. 

2. Four breasting dolphins (BD1 to BD4) equipped with ABF rubber 
fenders hold large vessels clear of the loading platform. A row of 
fender piles immediately in front of the platform is capped with 
pull Goal cay steel berthing beam against which smaller ships 
can lie. 

3. Four mooring dolphins (designated MD1 to MD4), consisting of 
raked steel piles with concrete caps, lie to the East and West of 
the breasting dolphins. Both mooring and breasting dolphins carry 
quick release hooks for the ship's mooring lines. 

4. Deck heights above mean high water springs (M.H.W.S.) are: 


Turmoil 


Loading platform + 10.74m 
Breasting dolphins + 3.5m. 
Mooring dolphins + §.5m: 
Continuous fender . 1.0 m. 
5. Distances, centre-to-centre, between the ABF fenders are 
approximately: 
BD1 — BD2: 35 m. 


BD2 — BD3: 70 m. 

BD3 — BD4: 35 m. 

baa Arrangements: 

eneral Requirements: 

The suggested mooring patterns for different classes of ship 
are shown on Plans M1 to M6. The Pilot will advise the Master 
on mooring requirements. Any known defect or limitation in the 
pel oe mooring system must also be reported to the Pilot before 
arrival. 

Moorings must be properly tended so that the lines are bearing 
an even load and the vessel is kept close alongside at all times. 
Back springs should be as long as possible. Wherever practical, 
all moorings that are led to a particular point should be of the 
same type, i.e. either all rope or all wire, not mixed. 

Readouts in the jetty control room indicate the load on each 
mooring hook. If the readout shows any line to be slack or 
apparently overloaded, the operator will notify the ship and the 
officer-in-charge shall promptly have the moorings adjusted. 

2. Mooring Details — 3,000 d.w.t. (5,000 cu.m.) LPG Carrier 
(Plan M1): 

Head and stern lines (3 at each end) are run to the outer 
breasting dolphins. Breast lines are run to the inner breasting 
dolphins BD2 and BD3 using either the 25 tonne bollards or the 
mooring hooks. Springs are run to the 25 ton bollards on top of 
the continuous fender. 

3. Mooring Details — 25,000 d.w.t. Tanker (Plan M2): 

Header lines are run to the mooring dolphins. Two breast 
lines are required at each end, either to the inner mooring 
dolphins or to the breasting dolphins. Springs (2 at each end), 
must be of adequate length. 

4. Mooring Details — 14,000 d.w.t. (22,000 cu.m.) LPG (Plan M3): 

Two breast lines and two springs are required fore and aft. In 
the example shown the after breast lines lead forward but 
adequate transverse restraint is provided by the stern lines to 
MD2. 


Smaller ships may run lines to the bollards on BD2, BD3 and 
fender top, provided the lines do not exceed 25 ton breaking 
strength. 


5. Mooring Details — 45,000 d.w.t. (75,000 cu.m.) LPG (Plan M4): 

If practicable, five lines should be run to the mooring dolphins 
at either end oe 3 head lines and 2 for'd breast lines or 2 head 
lines and 3 for'd breast lines). Two foresprings and 2 back springs 
are also required. 

6. Mooring Details — 70,000 d.w.t. Tanker (Plan M5): 

At least 4 lines are to be run at each end, i.e. 2 head/stern 
lines and 2 breasts or 3 head/stern lines and 1 breast line. Two 
fore springs and 2 back springs should be run if practicable. 

7. Mooring Details — 110,000 d.w.t. Tanker (Plan M6): 

Three head/stern lines and 2 breast lines must be run from 
either end of the ship. Two fore springs and 2 back springs are 
required, ensuring that the drift on these lines is as long as 
possible. 

8. The Pilot will advise the Master on all mooring requirements. 


LOADING: Equipment: All vessels must be in a sound state of repair, 
with main engines, mooring winches, anchors and windlasses all in 
proper working order. 


Certification: All vessels must be in possession of a complete and valid 
set of safety certificates. All officers to be properly qualified and in 
possession of recognised certificates of competency. 

All LPG vessels to be in possession of a Certificate of Fitness under 
the terms of the IMO code for construction and equipment of ships 
carrying liquefied gas in bulk, also an appropriate Classification Society 
Certificate. 

Complies with International Transport Federation (I.T.F.) Rules and 
Regulations as are applicable and in operation from time to time. 

Is entered into a Protection and Indemnity Club (P. & |.) acceptable 
to the Buyer and Seller's Representative. 


Cargo Requirements: Vessels will not be accepted for loading unless 
the tanks to be loaded and the ship's piping are free of any liquid or 
vapour which would knowingly contaminate or degrade the product. The 
Terminal assumes no responsibility for cleanliness of ship's tanks for 
loading. 

rh, ae nominated to load crude oil or condensate must be a 
subscribing member of the TOVALOP (Tanker Owners Voluntary 
Agreement Concerning Liability for Oil Pollution) scheme at the time of 
their visit. 

Gas carriers must be properly cooled down or inerted. Reliquefaction 
equipment must be in good working order. 

Tank washing, gas freeing, inerting or cooling down are not permitted 
at the berth unless prior consent is received. 


Loading Arrangements: The jetty has been designated to load 
refrigerated LPG, crude oil and condensate. There are 10 loading arms, 
all fitted with hydraulic couplings and quick-release devices. Pennant 
controls are operated from No. 2, 4, 6 and 9 arms. 

Maximum loading rates at the berth are approximately: 


Crude oil 5,000 tonnes/hour 

Full Range Naphtha (FRN) 3,600 tonnes/hour 

Butane 1,000 tonnes/hour 

Propane 1,000 tonnes/hour 
Loading Arms — Safe Envelope: 


Surge: The maximum allowable movement of any arm in surge (parallel 
with the wharf) is + 3 m. from the centre line. 
Outreach: The maximum outreach, perpendicular to the wharf, 
measured from the fender face is: 

(a) 300 mm. (12 in.) crude arms at a minimum operating height of 

+ 4.14 m. above LWS: 4.8 m. 

(b) 300 mm. (12 in.) crude arm at height above + 5.6 m.: 7.6 m. 

(c) 150 mm. (6 in.) liquid propane arm : 6.8 m. 

(d) All 250 mm. (10 in.) arms: 7.6 m. 
Height: Maximum of 10.5 m. above platform deck for 300 mm. (12 in.) 
arms, less for smaller arms. Maximum allowable heights of ship's 
manifold above waterline allowing for tidal range etc., is given in Table 
(See “Loading Arms”). 
Note: If any arm moves beyond the given limits, the E.S.D. system will 
automatically be activated. 


Ship's Manifold Requirements: Details of the loading arms and Ship's 
Manifold Requirements are given in Table (See “Loading Arms"). The 
arms are numbered 1 to 10, reading in order from the Eastern end of 
the jetty head. 


Oat Operations — Crude or Full Range Naphtha (FRN): 
@ Master of the vessel should ensure that his vessel is securely 
" moored alongside at all times. All tension winches to be on 
manual brake. 

2. There must be sufficient crew members, with responsible officer 
supervision, on board at all times, to deal with any emergency. 
At least one member of the duty watch shall be visible on deck 
at all times. 

3. The terminal will cease cargo operations and may order tugs to 
attend if any movement of the vessel will endanger loading arms, 
or in the absence of a proper deck watch on the vessel. 

4. All doors, portholes and openings from the outer deck to 
accommodation or machinery spaces (other than the pump room) 
shall be kept closed, except for entry/exit purposes. All ventilators 
through which gas can enter shall be closed and mechanical 
ventilation anal be stopped if gas is being drawn into the system. 
Window type air conditioning units must not be used. Normal air 
conditioning or mechanical ventilation may be used on full 
recirculation mode only. 

5. All cargo tank lids must be closed and secured and venting of 
vessel's tanks must take place only through the venting system. 

6. All ullage openings must be covered with wire gauze screens, 
secured with weighted ullage plugs. 

7. Should an accumulation of gas become apparent, loading should 
be stopped or loading rate reduced at the discretion of the Marine 
Supervisor or the responsible ship's officer. 


AUSTRALIA 


8. Vessels in excess of 10,000 d.w.t. shall have an efficient means 
of readily calculating bending moments and shear stresses in the 
vessel's hull at all stages of loading or deballasting. 


Loading Operations — LPG Vessels: 

In addition to the rules applicable when loading crude oil or 
condensate, vessels loading LPG shall complete Section ‘C' of the 
at Check List and also observe the following conditions: 

. Vessel's Master is to advise the maximum loading rate required, 
the maximum working temperature and pressure of the ship's 
tanks and details of the previous 3 cargoes carried. 

2. Ship's relief valves to be set at maximum working pressure. 

3. Ship's tanks to be purged of air to the satisfaction of Terminal 
loading officer, prior to loading. Oxygen content of tanks must be 
less than 2% by volume. 

4. Personnel to be made aware of the danger of “frost burns”. 

5. The loading arms must be drained and cleared of liquid and all 
pressure removed prior to disconnection. Nitrogen is connected 
to the arms for purging. 

6. Tanks and pipelines to be gradually and evenly cooled down 
before loading to avoid any excessive thermal stresses. 

7. Ship's E.S.D. system to be operating satisfactorily. The closing 
of valves may be tested and timed. 

8. Due account should be taken of the high coefficient of volumetric 
expansion when determining closing ullages, and IMO filling ratio 
to be strictly adhered to. At least 2 independent methods of 
determining ullage space to be provided. 

9. All vapours to be returned ashore or recycled and not permitted 
to be released to atmosphere. 

10. Ship's scuppers in the cargo area must be kept OPEN while 

prea LPG to allow liquid to escape overside in the event of 
spillage. 


oa Emergency Shutdown and Surge Relief Systems: 
. The emergency shutdown (E.S.D.) system to stop loading can 
be activated from the shore or the jetty control room. It is also 
activated automatically in the event of the following occurring. 

Electrical power failure. 

Excessive pipeline pressure. 

Surge in loading pump supply current. 

Loading arm only eda outside of safe envelope. 

Low level in shore tan! 

2. The E.S.D. valves are power operated, backed up by emergency 
power and gas motors. Activating the E.S.D. system stops the 
loading pumps and closes the following E.S.D. valves: Tank 
suctions, valves at shore end of jetty, valves at loading arms. 
All valves in the shore E.S.D. system have a closure time of 
30 seconds. 

3. Prevention of Pressure Surge Damage: 

Serious damage to piping and equipment could result from 
pressure surge if ship's automatic valves were slammed shut 
while loading at maximum rates. For this reason records of tests 
or manufacturer's data on the ship's valves will be required by 
the terminal. If suitable test data is not available the Master may 
be asked to operate the system to allow timing of the valves. 

A surge relief system incorporated in the jetty loading lines has 
been designed to cater for surges resulting from the following 
conditions: 

(a) Crude Oil and Full Range Naphtha (FRN) 
Loading rate = 6,950 cu.m.p.h. 
Ship's E.S.D. valves: Closing time for ball valves = 5 sec. 
Closing time for gate valves = 10 sec. 

(b) Propane 
Loading rate = 2,412 cu.m.p.h. 
Ship's E.S.D. valves: Closing time for ball valves 
Closing time for gate valves = 15 sec. 

(c) Butane 
Loading rate = 2,484 cu.m.p.h. 
Ship's E.S.D. valves: Closing time for ball valves 
Closing time for gate valves = 15 sec. 

Separate surge drums are provided on the loading platform for 
butane and propane. The crude oil/FRN header relieves into the 
jetty sump. The capacity of these systems is limited. 

If the Marine Supervisor considers the ship's valve closure 
times to be too short he may ask for them to be locked off or he 
may order loading at a reduced rate. If loading time is unduly 
prolonged through this cause, the extra time may be charged 
against the ship. 


5 sec. 


5 sec. 


Cargo Measurement: 

1. Cargo quantity and quality will be determined by an independent 
surveyor. Custody of all products will take place at the ship's 
manifold. 

2. Shore measurement and sampling will determine quantity and 
quality as follows: 

(a) Crude Oil and Full Range Naphtha (FRN): 
Quantity will be determined by shore tank dips. 
Quality will be determined by a sampling device designed to 
automatically take a pre-determined number of samples, 
“ tha ee to the rate of flow during loading. 
(b) L 
Quantity will be determined on tank dips and allowance made 
for the increased vapour space. Quality will be determined 
by proportional sampling. 
3. Ship's tanks measurements will only be used when shore 
measurements are not possible. 
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eee Arms: 
[LOADING ARMS ARMS 


SHIP'S MANIFOLD REQUIREMENTS 


Height above Height above deck Set back to face of ship's 
Size waterline or other obstruction manifold or reducer if requ’d 


Arm Coupling 
(All 150 ANSI) 


Service 


Crude 
FRN 
Ballast 


Propane 
Liquid 


Vapour 
hose 


connection 


Propane 


+ Unrestricted, except for safe access. 
Product Loading Data: 


Product and S.G. at Temp°C Max. Vapour Max. 
Loading Arm Size 15°C Pressure Loading Rate 
tonnes/hr. 

Crude Oil’ 0.802 (approx) 20° 62 kPa 5,000 
300 mm. 
FRN 0.716 (approx) 20° 62 kPa 3,600 
300 m. 
Propane 0.505 aha 1434 kPa 1,000 
250 mm. 
Propane 0.505 —se 1434 kPa 300 
150 mm. 
Butane 0.575 —05" 483 kPa 1,000 
250 mm. 


BALLAST: One receiving tank is available with a normal working 
capacity of 15,000 cu.m. All ballast, other than that contained in the 
ship's permanent ballast tanks, must be discharged ashore. Ballast 
water containing tank cleaning chemicals or lead contaminants cannot 
be accepted owing to possible detrimental effects to the plant effluent- 
treating system and must be retained on board. It is an offence to allow 
discharge or escape from the ship of any liquid containing oil or other 
caren material. 

MEDICAL: There is a fully equipped base hospital at Whyalla. Medical 
attention can be arranged through the Agent. Only first aid facilities are 
available at the jetty. 

DENSITY: Usually 1030. 

FRESH WATER: Proposed fresh water supply rate of 25 t.p.h. Fresh 
water is of poor quality and it is not recommended for loading. 

FUEL: Not available. 

FIRE PRECAUTIONS: There are 6 fire monitors at the jetty head. 

1 each side of loading (manifold) platform, 50 m. apart and 12 m. 
above platform. 

1 each end on jetty head in line with outer breasting dolphins 45 m. 
East and West of loading platform and 12 m. above. 

2 at inboard end of loading platform and 2.5 m. above platform for 
fighting platform fires. 

1 adjacent to Administrative Block 100 m. inboard of loading platform. 

SURVEYORS: A Lloyds’ Surveyor is available in Adelaide. There is an 
ABS sade in Whyalla. 
REPAIRS: Repair work or maintenance involving welding or burning or 
work which may immobilise a vessel's engines may not be carried out 
on any vessel within the port without the written consent of the Harbour 
Master. Chipping, scraping or hammering is prohibited on any vessel 
where there is inflammable liquid on deck or inflammable vapour about 
the vessel. Only repairs of an emergency nature will be permitted on 
vessels while berthed. 

Repairs to electrical equipment, i.e. radios, radar and outside electrical 
systems will not be permitted during loading operations. 

Some routine maintenance is available at Whyalla. 
GANGWAY/DECK WATCHMEN: No gangway watchmen are 
employed. There are security personnel employed by Santos within the 
complex and at the entrance gates. 

AIRPORT: There is a regular air service from Whyalla to Adelaide. 
TIME: See “General” before first port. 

POLICE/AMBULANCE/FIRE: All emergency facilities are available. 
There is an ambulance and fire truck within the Santos complex. Police 
are available from Whyalla. See “General” — “Telephone Numbers”. 
TELEPHONES: There is a Telecom telephone in the Administration 
block on the main jetty adjacent to the head of the jetty. 

GARBAGE DISPOSAL: Garbage disposal only available while at 
anchor in port limits. Vessel to provide containers for off-loading onto 
workboat for transport to shore tip. Contact via agents, Adelaide 
Steamships, Tel: (086) 458733. 
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Min. dist. 
between ship's 
manifolds 


Min. below 
lower edge of 
manifold flange 


From ship's | From ship's 


WASTE OIL DISPOSAL: Oil terminal: Service only available for vessels 
loading at berth. Capacity to handle 15,000 tons of oily water mix, no 
chemical additives permitted. Vessel to be capable to pumping waste 
oil ashore. Contact: Operations, Santos Ltd., Tel: (086) 403100. 


SEAMAN’S CLUBS: None. 
CURRENCY: Australian Dollar. 


REGULATIONS: Masters shall ensure that their vessels and crews 
comply with the requirements of the S.A. Harbours Act, The Inflammable 
Liquids Act and the Stony Point Port Rules. 


TIDES/CURRENTS: Tides: For tidal predictions for the area, the Whyalla 
tide tables should be used. 

Current Speed: Strong tidal currents occur in the berth area and 
approaches with maximum ebb streams running about 30% faster than 
maximum floods. At spring tides, every 2 weeks, the current may reach 
a maximum of 1.7 knots (88 cm./sec.) on the ebb and 1.3 knots 
(67 cm./sec.) on the flood. At “King” tides, twice per year, peak current 
speeds will be about 10% higher. The current speeds given are for an 
average depth of about 10 m. Near-surface currents, which will affect 
small vessels, run about 10% faster than the 10 m. average. 

Current Direction: Both flood and ebb currents generally set slightly 
across the berth, towards the shore. The peak flood stream averages 
12° on to the berth. The peak ebb stream averages 7° on to the berth 
but varies between 16° ‘on’ and 2° ‘off’ the berth. 


opal Recommended charts are: 
2389 ‘St. Vincent and Spencer Gulfs’. 


BA. 407 ‘Spencer Gulf.’ 

Aus. 136 ‘Approaches to Whyalla and Port Pirie.’ 
Aus. 778 ‘Pt. Lowly to Port Augusta.’ 

Aus. 777 ‘Winceby Island to Point Riley.’ 

Aus. 776 ‘Williams Island to Winceby Island.’ 


For description of coastline, anchorages, weather notes, etc., refer to 
the Australia Pilot, Volume 1. 


GENERAL: 

Provisions: Fresh and preserved foods and other stores are available 
through the Agent. Vessels may be stored at anchor, or alongside 
subject to safety requirements. 


Stores Handling: 

1. Loading of stores from the jetty, unless carried by hand is strictly 
forbidden during cargo operations. Stores may be taken during 
deballasting with the approval of the Marine Supervisor and 
agreement of the Master, provided the following regulations are 
complied with: 

(a) All tank hatches and ullage plugs within 16 m. (50 ft.) of the 

stores handling area should be battened down. 

(b) Any cargo operation which may allow vapours to escape on 
to the deck should be stopped whilst stores are being 
handled, e.g. pumping of strippings into an after tank. 

(c) Metal drums or heavy metal parts likely to cause a spark 
should be landed on rubber matting and not be allowed to 
contact the vessel's deck. If no matting is available, 
deballasting should be suspended and all tank lids/openings 
battened down whilst metal items of stores are landed on 
deck. The above items must not be dragged or rolled along 
the vessel's deck. 

(d) Gas cylinders should be carried by hand or transported on a 
rubber tyred trolley. They must not be rolled along the deck 
of a vessel or jetty. 
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2. A derrick of 1 tonne S.W.L. is located near the shore gangway. 
This derrick may be used for loading stores, with the permission 
of the Marine Supervisor, provided the preceeding regulations 
are observed. 

3. The handling of stores from an approved barge may be carried 
out during the cargo operations provided that the barge is secured 
aft, and the stores are loaded on to the poop of the ship. Cargo 
should be stopped while the barge comes alongside or departs, 
and all barge personne! should observe the same SMOKING 
REGULATIONS as are observed on the ship. This may mean the 
complete prohibition of smoking on the barge while it is alongside 
the ship, or within 400 m. of the ship. 


Visitors: No persons other than Port Health Officials and Customs and 
Excise Officers are allowed to embark or disembark from a vessel until 
clearance has been obtained and the Master's permission has been 
granted. Embarking and disembarking must be by gangway only. 
Walking through the plant is not permitted. 

Intoxicated Persons: No person who appears in an intoxicated condition 
will be allowed on or off the vessel unless under adequate supervision 
of a ship's officer. Particular attention should be paid to crew members 
returning from shore leave. 


Rabies Control: Strict quarantine regulations are enforced in Australia. 
Pets are to be kept onboard in an enclosed area and are not permitted 
to be landed for exercise or for any other reason unless permission is 
given in writing by a Port Health Officer. The presence on board of any 
pets must be reported to the Marine Supervisor. 

Garbage Disposal: The dumping of garbage of any description in the 
harbour is strictly forbidden. Arrangements can be made for the 
collection of garbage from ships at anchor or alongside. 

Note: The ship's Agent will arrange for the garbage to be collected by 
a launch and must not be landed on the loading berth or dolphins. 


Weather Forecasts: Gale warnings and strong wind warnings are 
broadcast over the marine VHF bands. Ships at the berth will be promptly 
advised of any warnings received by the terminal radio. 
Mooring of Boats Alongside Tankers: Small craft are prohibited from 
approaching or remaining alongside tankers unless approval has been 
given by the Marine Supervisor or from the Harbour Master. 

Stores barges should be positioned aft of the cargo deck. 


Access to Jetty Area: 
1. Vehicular Traffic: (Diesel vehicles only). 

Only vehicles approved by Santos and displaying a permit issued 

by the Harbour Master will be allowed on the jetty. 

A safe vehicle is provided to transport ships’ crews or other 

persons to and from the berth. 

Duly authorised stores vehicles will normally be permitted to 

unload at the services platform, located some 50 m. inshore of 

the jetty head. 
2. Personnel: 

(a) Only authorised persons will be allowed into the jetty area. 
Ship’s personnel must have a pass signed by the vessel’s 
Master for clearance by the security guard at the entrance 
gate. Master is to clear all personnel visiting the vessel. 

(b) New crew members signing on must be cleared by the Master 
or his deputy. 

(c) Ship's Agent is to advise the Terminal of details of stores 
chandlers or other services required by the vessel. The driver 
of any authorised delivery vehicle to furnish suitable 
documentation as to his identity and company. 


Oil Spill Clean-up Equipment: The following equipment is held at an oil 
spill base close to the water's edge. 
Oil Booms: 
2,000 m. Seaboom: Inflatable curtain type. 
1,000 m. Vikoma Beach Guardian. 
1,000 m. Shoreline Barrier. 
200 m. Sorbent Boom: For removal of light oil film. 
Vacuum Recovery Equipment: 
Two Vivovac units. One Hivac unit. 
One Vacuum truck, 4-wheel drive, with suction unit and 2,730 litre 
sludge tank. 
Oleophilic Skimmers: 
Two Mark 4 DP and one Mark 6 DP units. 
Pollution Craft: 
One 8.1m. Shark Cat, diesel powered, shallow draft, capable of 
carrying spray equipment. 
Floating Tanks: 
Portable Flexi-tanks, 100 tonnes capacity. 
Coastal Spray Units: 
Two Harrier BWN units. 
Dispersant: 
8 tonnes Corexit 9527 concentrate. 
2 tonnes Corexit 7664 concentrate. 
Sorbent Materials: 
Assorted synthetic recoverable pads. 
Pumps: 
One sludge pump, 4 x 2 in. pumps, portable. 
Two ‘Lovell’ Trailers: 
Fully equipped with manual clean-up equipment. 
Tanker Berth — Fire-Fighting Equipment: 
Fire Pumps: 
3 electric and 3 diesel pumps, located at pumping station midway 
along approach jetty, capacity 113,750 litres/min. @ 1,240 kPa. Plant 
fire pumps also start automatically if fire water demand causes drop 
in pressure, giving 5,005 litres/min. @ 1,240 kPa. 
Foam Equipment: 
Foam ring-main fed by separate pumps. 
Storage tank capacity 9,100 litres 3% foam. 
Live Hose Reels: 
4, each with 30.5 m. x 38 mm. hose. 
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Remote controlled monitors: 
4 Monitors on elevated tower with foam and water covering ship. 
2 Monitors on elevated tower with foam and water covering berthing 
head. 
Fire Boxes: 
4, each with 3 x 40 m. lengths of 38 mm. hose. 
2 x 40 m. lengths of 63.5 mm. hose. 
Water and foam nozzles. 
Extinguishers: 
2 x 9 kg. chemical extinguishers in fire boxes. 
1 x 909 kg. dry chemical unit. 
2 x 22 kg. mobile dry chemical units. 
Breathing Apparatus: 
1 MSA self contained breathing apparatus and 
1 MSA resuscitation apparatus are stored at main control room. 
Fire Tender: 
1,820 litres 
2,730 litres 3% foam concentrate. 
1 x 909 kg. dry chemical unit. 
Telephone Numbers: 


Ambulance (St. John’s Ambulance) 45 7777 
B.H.P. Whyalla 40 4444 
Doctor (Dr. White, Whyalla) 45 9277 
Emergency Services, Santos 40 3100 
Fire Brigade 45 8999, A/H 45 4202 
Harbour Master 488160 

Captain Mansfield, Port Manager AJH 45 5744 
H.M. Customs 45 7419 
Hospital 45 8711 
Oil Pollution (Terminal Emergency Services) 40 3100 
Police 45 7088 
SANTOS Ltd. 

Port Bonython Terminal 40 3100 

Marine Superintendent A/H 45 1030 

Facsimile (086) 45 3200 
Adelaide Steamship Co. Ltd. 45 8733 
Ship Chandlers 

Bridge, KB 45 5603 
Taxi 45 7711 


SHIPMASTER’S REPORT: November 1984. (Updated 1992). 
Approaches: Recommended charts: BA 2389, 407; Aus. 136, 778, 777, 
776. Passage up the Gulf is straightforward with fairly good radar echoes 
returned from the rather low lying coast. The lights of Whyalla and the 
flare at Bonython serve as useful guides. 

The area is intensely fished and considerable interference may arise 
from concentrations of fishing vessels from Port Lincoln and Whyalla. 
All fishing vessels have been cautioned to keep clear of the Bonython 
Departure Channel but this instruction is largely ignored. 

Documents: Normal port entry procedure and papers. 

Pilotage: The Pilot boards from an orange hulled launch in a position 
165°, distance 5 miles from Whyalla Entrance Beacon and the usual 
strict observance of IMO/SOLAS pilot ladder regulations is required. 
Ladder about 1.5 m. from water. 

Pilots work Channels 16, 12 and 6 on VHF and the launch will 
approach from Whyalla itself. Once the Pilot is boarded, the vessel 
proceeds to the berth up the Western Channel or Eastern Channel, 
depending on tidal flow, while loaded vessels depart from the newly 
marked departure channel with the Pilot disembarking at the Entrance 
Buoy. 

Time of pilotage to first line ashore, about 1.5 hours. 

Max. Size: See “Berthing”. 
VHF: See “Pilotage”. 

The name rhymes with “python” and the correct pronunciation will 
avoid embarrassment over the VHF. 

Tugs: Two tugs are available (from Whyalla): “Taminga” 3,600 h.p. and 
“Turmoil” of 2,250 h.p. The Pilot assured me that the tugs (capable of 
up to 25 tons bollard pull) are perfectly adequate for pulling loaded 
vessels off the berth against the fresh onshore winds that predominate. 
Mooring boats are available for running lines to the dolphins. 
Berthing: Consists of a new liquids handling terminal situated at the 
Northern end of the Spencer Gulf, about 9 miles from the Port of Whyalla, 
in position Lat. 33° 01' S., Long. 137° 47’ E., by the promontory noted 
on the charts as Stony Point. 

The berth is designed to handle crude carriers up to 110,000 tonnes 
and LPG vessels up to 75,000 cu.m. 

The berth consists of a “T" head jetty at the end of a 2.5 km. trestle. 

Mooring arrangements are good and the berth is well fendered. 

Within the next few months a 24 hour berthing operation will be put 
into effect although it is as well to obtain prior advice from the Agent 
since it occasionally suits their operation to berth vessels during daylight. 
Loading: Notice of Readiness is tendered and accepted at time of vessel 
being secured. 

The maximum outreach of the loading arms is no more than 4.0 m. 
beyond the ship's side which necessitates the use of low extensions to 
the manifold. The arms also require a minimum distance of 2.0 m. 
between them and this precludes the simultaneous loading of 2 grades 
since they require a VRL to maintain an overpressure in their shore 
tanks. 

At the moment LPG production is about 1,000 tonnes per day and 
they only pe bg: a shipments every 6 weeks or so. 

Quoted rates for the 2 products at the moment are 2,400 cu.m./hr. 
Our overall average was 890 tonnes/p.h. on each grade with occasional 
hourly rates up to 1,000 t.p.h. 

It will be necessary to shift ship on changing grades to line up the 
Chicksans/manifolds for the second grade if only loading one grade at 
a time. 

Despite the length of pipe-line both products were cold. Butane at 
minus 4°C and Propane at minus 42°C. 
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Surveys are carried out on board but the final B/L figures are based 
on measurement of the shore tanks; on this occasion both sets of figures 
compared quite well. 

Port Regulations do not allow the venting of tank vapours to 
atmosphere and in the event of a vessel arriving under inerts excess 
pressure will be vented to the shore flare. A charge for loss of product 
being made accordingly. Similarly, if they have doubts about 
contamination (ammonia) in the ship's tanks, this would also be led to 
the flare. Continuous sampling is done ashore. 

It was not made clear whether a vessel would be asked to leave the 
berth to ‘cool down’ (Harbour Master's comment: March 1986 — two chill 
downs have been conducted alongside the jetty to date) and it is thought 
that this would be a matter for discussion/decision on an individual basis. 
Tug hire, at 40,000 Aus. dollars per berthing operation is expensive. 

he ship will be subjected to the normal D.O.T. inspection during her 
visit. They will not necessarily be carried out prior to loading. Very 
thorough, especially on safety gear, lifting gear and documentation. 

We received excellent co-operation throughout at all levels and stages 
of the operation. Since this was only their second cargo they were, 
perhaps, taking particular care, but there is no reason to expect this co- 
operation to deteriorate in the future. 

Also see “Fire Precautions”. 

Fresh Water: Available from the jetty; the local personnel do not advise 
taking any since it is most unpleasant (reportedly) to drink. 

Fuel: Not available. 

Fire Precautions: The terminal's safety regulations require the vessel to 
prepare a comprehensive loading plan which must include hull stresses 
for each stage of the operation. 

Repairs: With the Whyalla Shipyard closed, these may be difficult to 
arrange. 

Surveyors: Nearest Lloyd's Surveyor resides at Adelaide. 
Gangway/Deck Watchmen: A substantial shore gangway is provided. 

Strict security control is exercised throughout the complex and 
authorisation for visitors must be obtained. They are especially wary 
about intoxicated personnel boarding or leaving the vessel and may ask 
for a ship's Officer as escort. 

Airport: There is a local airport which facilitates the delivery of spare 
ear, etc. 

Sona The local chandlers have a very good working relationship with 

the terminal personnel and there is little problem in loading foodstuffs 

and small stores/spares. The usual restrictions apply to the movement 

of metal objects. 

There is a 1 tonne crane on the jetty (Eastern end) which may be 
used for storing. 

Meat and fish prices are very good, together with most local produce. 
Beers other than the local South Australian brands may be difficult to 
obtain (coming from Adelaide) and are more expensive. 

a Leave: Security will arrange for transport to and from the ship to 
the gate. 

It is some 20 km. into town and the cost (one way) of a taxi is 30 
Australian dollars. The Agent will be able to arrange a mini-bus service. 


AUTHORITY: Department of Marine and Harbors of South Australia, 
P.O.Box 102, 15 Darling Terrace, Whyalla, South Australia 5600. 
Tel: 086-488161. FAX: (086) 488168. Contact: Captain D. Mansfield, 
Port Manager and Harbour Master — Whyalla/Port Bonython (after hours 
Tel: (086) 457682). 

AGENT: Sub-agent of Patrick Sleigh Shipping Agencies Pty. Ltd., 
Adelaide. 


PORT GILES, S.A.: 35.02 S. 137.46 E. (See Plan) 


PORT LIMITS: As marked on Chart AUS. 125 (plans in the Gulf of St. 
Vincent). From a position the HW line in Lat. 35° 00.5’ S. in a direction 
090° x7 miles, thence 180° x 1.75 miles, thence 270° 6.7 miles (approx.) 
to the shore. 

DOCUMENTS: All documents necessary for first entry vessels are as 
for other Australian ports (i.e. Customs, Health, etc.) 

PILOTAGE: Compulsory. Pilot boarding ground is 2.5 miles East of the 
seaward end of the Port Giles Jetty. Pilot vessel “Miralga”, 11.0 m. 
aluminium hull, yellow superstructure, “Pilot” in black on topside. 
Vessels proceeding to Port Giles, 24 hours’ notice required to 
Department of Marine and Harbors, Wallaroo. 

ANCHORAGE: 2.5 miles from berth. 

RESTRICTIONS: Daylight berthing only. Sailing at any time. Depth in 
channel 11.6 m. 

MAX. SIZE: Vessels to 40,000 d.w.tonnes able to load fully and depart 
at lowest tide. Normal limit 206 m. LOA and 40 m. beam. Larger vessels 
at Port Manager's discretion. 

HEALTH: Radio Pratique available within 24 hours of arrival provided 
sufficient information supplied. Quarantine/Health Officer will still board 
vessel in order to grant formal Pratique. Vessels arriving from other 
Australian ports have automatic Pratique, but Health Officer may still 
attend the vessel on arrival. 

RADIO: ETA messages for Agent, etc., may be routed through any 
Australian coastal station, the closest being Adelaide Radio (VIA) not 
less than 24 hours prior to arrival. 

VHF: Channels available at Port Giles 16, 12, 6. Channel 16 used for 
general calls to Port Adelaide Outer Harbour, Signal Station. Call sign: 
“Adelaide Outer Harbour’. Messages on Channel 12. Hours of 
operation: 24 hours per day. Messages will be relayed to Port Giles. 
RADAR: No radar service. 

TUGS: By arrangement from Port Adelaide. 

BERTHING: Berth dimensions: Length 256 m. (840 ft.), width 39.6 m. 
(130 ft.), depth 11.6 m. (38 ft.), draft subject to keel clearance 0.6 m. 
(2 ft.). Vessels berth on North side of jetty, either head in or head out 
depending upon weather conditions. 

CRANES: None. 
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BULK LOADING FACILITY: 5 booms with luffing and swinging ability. 
Loading rate; 2 or more booms 1,100 tonnes per hour, 1 boom 400 t.p.h. 
Chute clearance low water: 15.54 m. Cargo handled: Barley, wheat, 


peas. 

SPECIALISED CARGO HANDLING FACILITIES: None available. 

BRIDGES: None. 

STEVEDORES: Ordering of labour organised through Agent and Grain 

aad, Authority. 

MEDICAL: Ambulance — Yorketown (088) 521200. Doctor available in 

Yorketown. 

TANKERS: No facilities available. 

DENSITY: 1027. 

FRESH WATER: Available at 15 tonnes per hour ship/shore hose. 

FUEL: By road tanker, by arrangement. 

CONSULS: None at Port Giles. Services available from Adelaide. 

REPAIRS: None available at Port Giles. Available from Adelaide. 

DRY DOCKS: None. 

BUIYEY ORS: (1) Cargo Surveyors available through Agents, from Port 
lelaide. 

(2) Lloyd's Surveyor should be organised through principal Agents. 
Lloyd's Agents is at Port Adelaide. 

Other Classification Society Surveyors also available in Australia with 
sufficient notice to ral None are resident in Port Giles. 
GANGWAY/DECK WATCHMEN: Gangway watchmen not available. 
HATCHES: Ship's crew. 

CUSTOMS ALLOWANCES: Normal Australian allowances. 

CARGO GEAR: Bulk grain loading only. 

REPATRIATION: Crew changes and repatriation possible. 

AIRPORT: Nearest regular airport, Adelaide. 

TIME: See “General” before first port. 

HOLIDAYS: New Year's Day; Australia Day (January); Good Friday; 
Easter Monday; Anzac Day (April); Adelaide Cup Day (May); Queen's 
Birthday (June); Labour Day (October); Christmas Day and Proclamation 
Day (December 26th). 

The bulk loading plant operates on all public holidays except Good 
Friday and Christmas Day. 

POLICE/AMBULANCE/JFIRE: Police Tel: 521100 (Stansbury Tel: 
52 4205, Edithburgh Tel: 52 6024). 

Ambulance Tel: 52 1200 (Edithburgh Tel: 52 6000, Stansbury Tel: 
52 4100). 

Fire Tel: 52 1000. 

EMERGENCY CO-ORDINATION CENTRE: Tel: (062) 475 244. 
TELEPHONES: Ordinary hours 0830 to 1630 to connect $60.00 and 
disconnect $60.00. Overtime hours to connect $84.00 and to disconnect 
$84.00. Rental $1.14 per day. 

SERVICES: Tank/hold cleaning services available by prior arrangement. 
BANKS: Not available at Port Giles. Nearest banks at Yorketown. 

State Bank of South Australia, 25 Warooka Road, Yorketown. 
Tel: 52 1570, Telex: 82082. 

A.N.Z. Banking Group Ltd., 40 Warooka Road. Tel: 52 1211. 
STORING: See “Prelims”. 

1. Truck. 

2.- 

3. Normal road access. 

4. Forklift trucks can use jetty. 

5. Normal Customs bond regulations apply. 

6. Ship's crew. 

SHIP SUPPLY SERVICE: Not available. 
SHORE LEAVE: No restrictions. 
IDENTIFICATION CARDS: Normal Australian |.D. cards necessary, but 
not required to be carried ashore. 
GARBAGE DISPOSAL: Notice: 
Department of Marine and Harbors 
Port Giles 
Notice to Masters of Overseas Vessels 

No garbage collection is available in the port of Ardrossan. 

Any enquiries should be directed to Department of Marine & Harbors 
via your ship’s Agent. 

Under the Marpol Convention plastic items including plastic bags/ 
bottles must not be disposed of at sea. 

Australian Quarantine requirements 
Quarantinable ships garbage: (Including galley scraps, organic refuse, 
animal waste and used food cartons). 

Must be stored in plastic bags or heavy duty wet strength paper bags. 
The bags must be stowed within rodent/bird proof containers with tight 
fitting lids. 

Must not be incinerated, macerated/sterilised or held in an integral 
holding tank un/ess prior Quarantine permission has been obtained for 
this specific voyage. 

Australian Quarantine also requires that: 

Garbage disposal unit inlets/outlets must be kept sealed. 

Garbage stowage area must be kept cleaned and disinfected. Food 
scraps must not be littered on deck. 

N.B.: Under no circumstances are the ship’s crew/visitors to remove 
food stuffs/animals/pot plants from your vessel. 

Heavy penalties apply for breaches of Australian quarantine 
legislation. 

WASTE OIL DISPOSAL: No facilities available. 

SEAMAN’S CLUBS: None. 

REGULATIONS: No unusual regulations. 

DELAYS: Not normal only if another vessel is at berth loading. 
DEVELOPMENTS: None in foreseeable future. 

AUTHORITY: Department of Marine and Harbors, Jetty Road, Wallaroo, 
South Australia 5556. Te/: (088) 232307. Telex: (088) 232280. 
Contact: Captain |. Thompson, Port Manager. 

Head Office: Department of Marine and Harbors, P.O.Box 19, Port 
Adelaide, South Australia 5015. Te/: (08) 470611. Telex: AA 82525. 
AGENT: Sub-agent of Patrick Sleigh Shipping Agencies Pty. Ltd., 
Adelaide. 


PORT HEDLAND, W.A.: 20.18 S. 118.35 E. (See Plan) 


PORT LIMITS: An arc of a circle of 10 nautical miles radius with centre 
at Hunt Point Beacon No. 47 (Chart Aus. No. 53). 
DOCUMENTS: 

2 Copies Health Report Q360 for Quarantine Office to be 
accompanied by Crew List showing Vaccination dates. 

1 Copy Store List Form 42A. All narcotics and restricted drugs to be 
identified by type, size and quantity. Report is to include lifeboat 
kits. 

1 List Crew Possessions. Form 5, including Declaration Sheet. In 
declaring goods, quantity, description and value to be stated. In 
the case of all watches, radios, cameras, binoculars and the like, 
maker's name or brand and serial numbers must be shown. 

1 Crew List and Form 3A. Comprised White Cover Sheet, 2 copies 
plus Form 3B (white), 2 copies. 

1 List Ship's Pets. QA4. If any pets, including any animal, bird or fish 
on board to be accompanied ee pink QA5. 

Identification Card. Form M315. One per crew member, except as 

detailed below (depending on nationality). 

With reference to Seamen's Identification Cards, a Passport size 
photograph of the seamen is sufficient. A side-face photograph is not 
required. Seamen in possession of the following National travel 
documents are no longer required to have an Identification Card in 
Commonwealth of Australia Form M302. 


Canada Passport or Seaman's Identity Certificate 

Denmark Seaman's Book 

Fiji Passport or Seaman's Certificate of Nationality 
and Identity 

Ghana Passport or Seaman's Certificate of Nationality 
and Identity 

Hong Kong Seaman's Identity Book 

India Seaman's Identity Book or Seaman's 
Continuous Certificate of Discharge 

Israel Seaman's Book 

Italy Libretto de Navigaziona 

Japan Mariners Pocket Ledger 

Malaysia Passport or Seaman's Identity Card 


Identity Book 
New Zealand 


Norway Seaman's Document of Identity 

Pakistan Seaman's identity Card or Continuous 
Discharge Certificate 

South Africa Seaman's Record Book and Certificate of 


Discharge or Seaman's Identity Certificate or 
Certificate of Naturalisation or Identity 
Seaman's Certificate Book 

Passport or Seaman's Record Book and 
Certificate of Discharge 

“United Kingdom Passports may be held for surrender only if grantee 
is agreeable, otherwise an Australian Identification Card must be 
available. 

Masters are reminded that crew members’ travel documents and 
Commonwealth of Australia Forms M302, where applicable, are to be 
retained in the custody of the Master at all times and are to be produced 
to Customs Boarding Officers upon demand. 

APPROACHES: 

General Description: To seaward of the Port Limit is the “Pilotage Area” 
which extends out to a distance of 20 nautical miles from Hunt Point. 
Although this area and the navigation beacons therein come under the 
jurisdiction of the Commonwealth Government, a pilotage service can 
be provided by the Port Hedland Port Authority as directed by the 
Harbour Master. 

The Inner Harbour commences from a line drawn between Hunt Point 
Beacon (No. 47) and Airey Point Beacon (No. 46). 

The Channel extends from the Inner Harbour through the Port Limit 
ns out to Beacon''C.1", some 22 nautical miles offshore in the Pilotage 

rea. 

The Channel has varying depths in order to make maximum use of 
the tidal range. These depths are:- 


South Korea 
United Kingdom* 


Inner Harbour 14.6.m. Beacon 16 14.6 m. 
Hunt Point 14.1 m. Beacon 12 14.9 m. 
Beacon 30 14.2 m. Beacon 4 15.8 m. 
Beacon 24 14.4 m. Beacon 2 16.2m 


The turning basin in the Inner Harbour is dredged to 9.1m. The 
perimeter of the turning basin is marked by buoys which exhibit a flashing 
yellow light at night. The Channel is marked by beacons which are set 
back 23 m. from the toeline of the dredged channel. Leading lights are 
established to assist with navigation in a number of channel sections. 

From the departure basin to Hunt Point Beacon (No. 47), the channel 
has a large bend for most of its length, involving vessels turning through 
an angle of some 70°. The channel width is generally greater than 
300 m., narrowing to some 244 m. at Hunt Point. Depths up to Hunt 
Point are 14.6 m. The current pattern is complex but on the flood tide a 
pronounced set to the Western Bank is experienced. 

From Hunt Point to Beacons 36/37 is a bend involving a single curve 
with a radius of 2,540 m. Depths of 14.1 m. are available in this area. 
Channel widths are up to 240 m. and currents generally follow the line 
of the channel. 

From Beacons 36/37 to Beacons 30/31 the channel section is known 
as Goldsworthy Straight. The depths in this section are 14.2 m. and the 
channel batter width is 193 m. In the section closest to Beacons 36/37 
the current is parallel to the channel; in the Northern half of the section, 
the current on the flood tends to set South Easterly and North Westerly 
on the ebb. 

The section between Beacons 30/31 and 19/20 is known as the 
Newman Straight and depths are 14.4 m. to 14.6 m. with widths varying 
from 183 m. to 220 m. The current again sets South Easterly and North 
Westerly. From Beacons 19/20 to the end of the channel at Beacons 
15/16 the depth is 14.6 m. with a width of 220 m. 


AUSTRALIA 


The Outer Channel is outside Port Limits but within the Pilotage Area. 
The width of the channel varies from 250 m. at Beacons C13/C14 to 
470 m. at Beacons C1/C2 and is well marked by 13 beacons. 

Drying coral ledges covered with a thin layer of sand extend from the 
shoreline near the harbour entrance, for a distance of up to 0.75 nautical 
miles. To seaward of these ledges there are some detached sand banks 
extending out to 1.5 nautical miles. A Spoil Bank extends seaward from 
the foreshore and is situated to the East of the dredged channel. It dries 
for most of its length, acting as a breakwater during Easterly winds. 

The most conspicuous object is the Mt. Newman Mining Company's 
Crushing Plant situated in position 20° 19.05’ S., 118° 35.26’ E. The Port 
Control Tower in position 20° 19.0’ S., 118° 34.5’ E. and the Tower in 
position 20° 18.6’ S., 118° 36.68’ E., are also conspicuous as is the 
water tower in position 20° 18.55’ S., 118° 36.7’ E. 


Seaward Approaches: Separate inwards and outwards routes extend 
to and from Port Hedland. Vessels approaching the port should, unless 
constrained by draft, follow the recommended inwards track to the East 
of the main channel. Before entering the Pilotage Area, vessels must 
call “Port Hedland Harbour” on VHF Channel 16 and receive approval 
to enter. Vessels must not enter without receiving approval. In addition 
vessels should then confirm their ETA and draft and seek advice as to 
the movement of other vessels, berthing instructions and other 
appropriate information. Where it is necessary for deep draft vessels to 
use the main channel, approval to do so must be obtained from “Port 
Hedland Harbour” on VHF Channel 16 prior to entry at “C1” and “C2”. 

Vessels should call Perth or Darwin Coastal Radio Stations for details 
of any Emergency Notice to Mariners which may affect the Port Hedland 
Approaches. 

On occasions, and especially when required by draft to use the main 
channel, vessels inwards may encounter vessels outward bound 
displaying signals as prescribed rd Rule 28 of the International Rules 
for the Prevention of Collision at Sea. As outward bound vessels are 
generally deeper, and therefore more constrained, they will as a general 
rule have preference. 

Mariners are advised to pay due r 
exist off the coast, especially during Spring Tides. The height of Mean 
High Water Springs is 6.8 m., Mean High Water Neaps 4.7 m. and 
maximum range is approximately 7.3m. The flood tide sets in an 
Easterly direction, whilst the ebb sets North Westerly (maximum rate 
approximately 1.5 knots). Vessels may request the exact height of the 
tide by calling “Port Hedland Harbour” on V.H.F. 


ard to the strong currents which 


PILOTAGE: Pilotage is provided within Port Limits and within a “Pilotage 
Area" that extends some 10 nautical miles outside Port Limits. 

Port Limits embrace the area up to the High Water Mark within an arc 
of radius 10 nautical miles, from Hunt Point Beacon (No. 47). 

The Pilotage Area embraces the area up to the High Water Mark 
between Port Limits and an arc of radius 20 nautical miles, from Hunt 
Point Beacon (No. 47). 

The Master of any vessel other than a vessel exempted under the 
Port's Regulation 74, shali not cause or permit the vessel to enter of 
depart from or move within the Port or the Pilotage Area without having 
first taken on a Pilot, unless authorised to do so by the Harbour Master. 

Regulation 74 exempts from Pilotage the following vessels: 

(a) all vessels which do not exceed 35 m. in length overall; 

(b) all coasting and interstate vessels exceeding 35m. but not 
exceeding 65 m. in length overall the Masters of which hold a 
current Pilotage Exemption Certificate valid with respect to the 
Port; 

(c) all vessels owned and operated by the Western Australian 
Coastal Shipping Commission exceeding 65 m. but not exceeding 
135 m. in length overall the Masters of which hold a current 
Pilotage Exemption Certificate valid with regard to the Port; 

(d) subject to the consent in writing of the Harbour Master first being 
obtained, vessels which are not registered in the Commonwealth 
of Australia exceeding 35 m. but not exceeding 65 m. in length 
overall, the Masters of which hold a current Pilotage Exemption 
Certificate valid with respect to the Port; and 

(e) vessels of war. 

It is intended that only outbound vessels of 150,000 d.w.t. or more 
will be required to take a Pilot beyond Port Limits into the Pilotage Area. 
However, if a Master requests the services of a Pilot then the Port will 
meet that request where in the opinion of the Harbour Master it is 
reasonable to do so. Generally speaking vessels under 150,000 d.w.t. 
will be authorised by the Harbour Master to proceed without a Pilot in 
the Pilotage Area. Within Port Limits vessels will require a Pilot unless 
exempted by Regulation 74. 

Pilots employed by the Port Authority receive extensive training, both 
locally and overseas. It takes an average 2 years before a Pilot is classed 
as an “unrestricted” Pilot, that is to say he is allowed to handle any size 
of vessels and is not restricted to a certain tonnage. All unrestricted 
Pilots have attended Shiphandling Courses at the Port Revel Marine 
Research and Training Centre at Grenoble, France, where the principles 
of shiphandling are studied. 

The Port has been modelled on the simulator at the Australian 
Maritime College at Launceston, Tasmania, ensuring that Pilots receive 
training in all areas of the channel experiencing a variety of wind, tide 
and vessels. 


Helicopter Boarding: Pilots will board suitable vessels by means of a 
helicopter which will land on a hatch cover. Normally this applies to bulk 
carriers and not general cargo vessels, oil or gas tankers - vessels such 
as these are not suitable for helicopter and will be boarded by launch. 
The helicopter is a float-equipped Bell 206B Jetranger weighing, when 
filled to capacity, 1,360 kilos. It is fitted with VHF in the Marine band. 
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Where a vessel is to be boarded by helicopter, the vessel must meet 

the following criteria:- 

(a) A hatch cover capable of supporting 2,722 kilos, that is, 
possessing a load density of not less than 380 Kg./sq.m. and with 
minimum dimensions of 10.16 m. If cambered, then the angle 
should not exceed 7.5°. 

(b) Mark a Termination Area on the hatch cover with a circle of not 
less than 15 cm. width and 10.16 m. diameter. 

(c) Mark a Touch Down Area within the termination area with a letter 
“H" having sides of 2.0 m. and width 13 cm. or a spot not less 
than 30 cm. in diameter. The Touch Down Area is to comprise 
a square space having sides measuring no less than 7.0 m., the 
centre of which will be concentric with that of the termination area, 
and shall be free of lifting lugs, wedges, ventilators and any other 
obstructions which are likely to hazard the flotation system. When 
the floats are positioned within the touchdown area as described 
above, the main rotor shall be contained within the termination 
area. 

(d) The markings in (b) and (c) above shall be white or yellow on a 
dark background. 

(e) Paint on handrails, lugs, ventilators and other obstructions on the 
hatch cover, should be a distinctive colour which shall be highly 
visible by day or night. 

(f) Surrounding the termination area, there shall be an area not less 
than 7 m. in width in which there shall be no obstructions likely 
to hazard the rotor system (i.e. higher than 0.5 m. above the hatch 
cover level). Two approach paths, at least 150° apart in azimuth, 
each approach path having a minimum of 20.32 m., and being 
free of all obstacles, for an approach gradient of 40°, up to a 
height of 200 ft. 

(g) The combined termination area and obstruction-free area in (f) 
shall comprise the Helipad Area. No ship's personnel shall be 
within this area during helicopter operations unless they are below 
hatch cover level. 

(h) Ensure that all hatch wires, derricks, cranes, aerials, etc., are 
clear of the approach paths to the Helipad Area. All loose objects 
must be removed from this area. 

(i) The approach paths to the helipad across both sides of the ship 
shall be free of obstructions higher than 0.5 m. above hatch cover 
level. 

(j) An officer shall be available to escort the Pilot to and from the 
helipad area. 

(k) Ships departing the Port must wash down the helipad before the 
helicopter lands (day and night). 

In Addition for Night Operations: 

(a) The termination area shall be illuminated with floodlights situated 
outside the helipad area, with the light beams directed downwards 
on to the hatch cover, in such a manner as not to blind the 
helicopter pilot. 

(b) An illuminated wind indicator shall be displayed in a conspicuous 
position clear of the helipad area and easily visible from the air 
(e.g. a wind sock or answering pennant). 

(c) On request, when other ships are in the area, provide a means 
of identification by flashing a light towards the helicopter on 

proach. 
Mimimum Fire Fighting Requirements: 

(a) Officer-in- ot with two others, each of the latter manning a 
fire hose, and all three wearing highly visible coloured vests. They 
should be stationed clear of, but close to the termination area. 

(b) Fire hose nozzles of the dual purpose type. 

(c) Inductors and dipsticks connected to hoses for use with foam. 

(d) Drums of foam-making compound FC3034 (FFE Number) or 
equivalent, one at each fire hose position and sufficient to make 
14,000 litres of foam. 

(e) Dry powder extinguishers — 45 kg. 

(f) Carbon dioxide extinguishers — 16 kg. 

(g) One fire proximity suit. 

(h) Fire resistant blankets and gloves. 


Radio Procedure Ship/Helicopter: Before landing, the helicopter pilot 
must receive clearance to land on VHF Channel 16 as follows: 
“(Name of ship) this is Port Hedland Pilot Helicopter, request 
clearance to land”. 
; ae Hedland Pilot Helicopter this is (name of ship), you are clear to 
land”. 
Vessels should be ready to advise the helicopter of the relative wind 
across the deck. 


Boarding by Pilot Boat: When boarding by pilot vessel, it is most 
important that a lee be given to allow the Pilot to board. Generally ships 
will be requested to be underway prior to pilot boarding. Failure by ships 
to afford a lee may result in the pilot being unable to board, with 
consequent delay. 

All vessels, where the Pilot is boarding by boat, must rig a ladder in 
accordance with “International Maritime Organisation SOLAS 
Regulations”. Under SOLAS Chapter V, Regulation 17 amended in 1973 
by |.M.O.’s Resolution A263 (VIII) and in 1979 by Resolution A426 (XI), 
the following points are stressed: 

(a) The rigging of the pilot ladders and the embarkation and 
disembarkation of Pilots thereby, shall be supervised by a 
responsible officer of the ship. 

(b) Every pilot ladder shall be secured in a position clear of any 
possible discharges from the ship, and so that each step rests 
firmly against the ship's side. 

(c) Every pilot ladder shall be secured in a position where the pilot 
can gain safe and convenient access to the ship after climbing 
not less than 1.5 m. and not more than 9.0 m. 

(d) Whenever the distance from the water to the point of access to 
the ship exceeds 9.0m., access must be by means of a 
combination of a pilot ladder and an accommodation ladder. 

(e) Adequate lighting must be provided at night. 
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(f) Manila manropes of between 28 mm. and 32 mm. in diameter 
should be rigged on each side of the ladder for its full length. 
9) The ladder should be clean. 
ailure by Masters to comply with the requirements outlined above 
has, in the past in Australian ports, resulted in delays to shipping and 


in some instances heavy costs against the vessel concerned. 
Pilot Ladder Specifications: 


Length of spreaders not less than 1,800 mm. (5 ft. 10 in.) 
Length of steps not less than 480 mm. (1 ft. 7 in.) 
Width of steps not less than 115mm. = (4.5 in.) 
Thickness of steps not less than 25 mm. (1 in.) 
Side ropes’ 
circumference not less than 60mm. = (2.25 in.) 
diameter not less than 20 mm. (0.75 in.) 


Spacing of steps 300 mm. — 380 mm. (1 ft. — 1 ft. 3 in.) 

Recommended space between top of 
one step and underside of the one 
above 

Recommended clear space between 
pairs of side ropes (not specified by 

SOLAS). 400 mm. (1 ft. 4 in.) 

The size and spacing of components can vary considerably from one 
pilot ladder to another within the requirements of the SOLAS 
Regulations. 

ANCHORAGE: When vessels are required to anchor they should do so 
clear of the main channel but inside the Port Limits. The holding ground 
is reported as being good on both Eastern and Western sides of the 
channel. Vessels should not anchor in the designated Spoil Ground 
Dumping Areas or in the Prohibited Anchorage as indicated on Charts 
AUS. 53 and AUS. 52. 

Departure: \f the Master wishes to anchor outside prior to proceeding 
to sea, he must advise the Pilot when leaving the berth, and the Pilot 
will advise suitable anchorage. The Master will advise the Pilot of 
ase hes of departure in order that this may be reported to the 

ort Control. 


RESTRICTIONS/MAX. SIZE: Vessels of up to 315 m. LOA are now able 
to use the port by day and by night, whereas prior to improvements 
these vessels were restricted to daylight movements only. 

Subject to the following conditions the port may be used by vessels 
up to 330 m. LOA: All movements in the channel confined to daylight 
hours; wind speed not to exceed a steady 25 knots; inward movements 
to be confined to times when the currents are the minimum possible for 
the tide. Owners of such vessels should provide the Port Authority with 
a general arrangement plan at least 2 weeks prior to vessel's arrival. 
Port Hedland Port Development: To determine the maximum allowable 
departure draft and departure times, a computer programme has been 
provided which takes into account a number of factors which make the 
calculation of departure draft rather more complex than before. These 
factors include varying channel depths, and varying heights of tide 
throughout the passage of a vessel from the Inner Harbour out to “C1” 
Beacon, a distance of some 45 km., and involving a transit time of about 
3 hours from departing the berth. Also included are the sea state, the 
required Under-Keel Clearance, an allowance for the varying speeds of 
ships and an allowance for the variation in tide heights between those 
predicted for the Inner Harbour and those experienced offshore. 

The computer programme currently divides Under-Keel Clearance 
into 3 different swell states. These were established after investigation 
of all pertinent factors by the Dutch Research Group MARIN, the 
Authority's engineering consultants on this matter, RSF and the Port 
Hedland Port Authority. Further refinements to the programme are under 
investigation. Sea state data for the programme is provided by 
2 waverider buoys sited near Beacons No. 15 and 16. 

Swell States: 


310mm. — (12.25 in.) 


State A Swells less than 0.25 m. in amplitude. These occur for 
approximately 64% of the year. 

State B Swells of 0.25 m. to 0.50 m. in amplitude. These occur 
for approximately 30% of the year. 

State C Swells greater than 0.50 m. in amplitude. These occur 


for approximately 6% of the year, and include swells 
generated by the passage of cyclones. 
Under-Keel Clearance: 


Location Swell Type A Swell Type B_ Swell Type C 
Harbour 1.20 1.20 1.20 
Hunt Point 1.30 1.40 1.60 
Beacon 30 1.40 1.80 2.30 
Beacon 24 1.60 2.00 2.60 
Beacon 16 1.60 2.00 2.60 
25 km. (Beacon “C14”) 1.80 2.20 2.90 
39 km. (Beacon “C4”") 2.10 2.70 3.50 
44 km. (Beacon “C1") 2.20 2.90 3.70 


The UKC scales take account of any likely increase in swell conditions 
in the 12 hours prior to sailing. The maximum loading drafts will be 
determined by the Port Authority at 12 hours prior to sailing and will not 
be varied in this period. 

It is pointed out that “overdraft” will not take place because the UKC’s 
(and the loading drafts) contain an allowance for any likely increase in 
swell conditions in the interim 12 hour period. 

Average times between: 


Last Lines to Harbour 5 minutes 
‘A’ Berth to Hunt Point 31 minutes 
‘B’ Berth to Hunt Point 31 minutes 
Hunt Point to Beacon 30 29 minutes 
Beacon 30 to Beacon 24 17 minutes 
Beacon 24 to Beacon 16 15 minutes 
Beacon 16 to Beacon 12 12 minutes 
Beacon 12 to Beacon 4 36 minutes 
Beacon 4 to Beacon 2 12 minutes 


The computer programme also maintains the minimum UKC at each 
of the channel contro! points if the vessel is 15% faster or 20% slower 
than the above transit times. 


This is required because it is not necessarily known at departure 
whether a vessel will be a fast or slow vessel. The above lower and 
upper bounds on transit times were derived from the analysis of actual 
transit times for large vessels departing Port Hedland over a 3 year 
period, and is an on-going analysis. 


Example of under-keel clearance programme print-out for a 200,000 
d.w.t. vessel on an average flood tide: 


Min. Average Fast Slow 

Location Depth UKC Time Tide UKC_ Time Tide UKC_ Time Tide UKC 

(m.) (m.) (hr.) (m.) (m.) — (hr.) (m.) (m.) (hr) (m.) (m.) 
Harbour 14.60 1.20 0945637 4.27 0944636 4.26 0946 6.38 4.28 
Hunt Pt. 14.10 1.40 10266.73 4.13 1019669 4.09 1035 6.77 4.17 
Beacon 30 14.20 1.80 11066.79 4.26 10536.80 4.28 1123 6.71 4.17 
Beacon 24 14.40 2.00 11256.70 4.33 11106.78 4.41 1147 6.52 4.14 
Beacon 16 14.60 2.00 1144655 430 11256.70 4.47 1209 6.24 3.98 
Beacon 12 14.70 2.20 12006.37 4.17 1139660 4.41 12285.94 3.73 
Beacon6 17.00 2.50 12365.81 5.84 12096.24 6.28 1311 5.09 5.14 
Beacon4 15.00 2.70 12485.58 3.60 12196.09 4.09 1325 4.77 2.83 
Beacon 2 15.50 290 1301531 3.79 1231590 4.36 1341 4.40 2.94 


Arrival drafts: 

The port experiences ri ee on occasions and in order to minimise 
windage during transit of the channel and berthing, vessels should be 
ballasted to the following minimum arrival drafts: 


D.W.T. Forward Draft Aft Draft 

(m.) (m.) 
Up to 10,000 2.0 No more than 0.6 m. 
10,000 to 20,000 2.0 to 2.5 of the propeller 
20,000 to 30,000 2.5 to 3.0 to be exposed 
30,000 to 50,000 3.0 to 5.0 6.5 
50,000 to 100,000 5.0 to 7.0 6.5 to 7.5 
100,000 to 150,000 7.0 to 8.0 7.5 to 8.5 
150,000 to 200,000 8.0 to 8.5 8.5 to 9.5 
200,000 to 250,000 9.0 9.5 to 10.0 


Where a vessel's tonnage falls between any of the figures mentioned 
above, Masters are urged to interpolate when calculating drafts. 

All vessels should advise their intended arrival draft to the Harbour 
Master 24 hours prior to their arrival. Vessels which do not meet these 
minimum draft requirements may have their berthing delayed. Vessels 
which may have difficulty in meeting the above drafts should notify the 
Harbour Master accordingly. 

Vessels over 100,000 d.w.t. may be instructed to vary their drafts from 
the above prior to berthing, because of tidal conditions which may affect 
air draft under the ship loader. 

PRATIQUE: Masters of all vessels arriving from overseas and wishing 
to proceed direct to a berth must apply for clearance by radio. 

At least 24 hours before arrival the answers to the following questions 
should be radioed to the Ship's Agent who will submit the information 
to the Quarantine Officer: 

. Name, type and nationality of vessel. 
Itinerary for last 21 days. If over 21 days from last port, please 
give name of port and date of departure. 
Name of first Australian Port and ETA. 
Number of crew. 
Number of passengers. 
othe you had any deaths on the voyage? If so, please give 
etails. 
Have you had any cases of illness during the last 21 days with 
a fever of 38°C or above, and 
(a) accompanied by rash, jaundice or glandular swelling, or 
(b) accompanied by diarrhoea lasting longer than 24 hours. 

H. Have you had persons suffering from venereal disease during 
the voyage? 

|. What live fish, birds, reptiles or other animals are you carrying? 
Ships’ pets should be mentioned. 

J. Have you carried livestock on previous voyages in the last six 
months? If yes, please advise type of livestock, date of voyage 
and ports visited. Have all stock-carrying compartments been 
thoroughly cleaned and disinfected? 

K. Do you request radio pratique or radio approval to berth? 

If the answers to the above are acceptable, “Approval to Berth” or 

“Radio Pratique” will be granted. 

Vessels from overseas which do not submit health reports must 
anchor at the Quarantine Line and await quarantine clearance. Until 
clearance is received, no persons other than the Pilot, Port Health 
Officials and Customs and Excise Officers will be allowed to embark or 
disembark. Until cleared, vessels must show the appropriate day or night 
quarantine signals. 

; Whilst alongside in Port Hedland rat guards must be placed on all 
ines. 

RADIO/VHF: Vessels trading to Port Hedland use Sydney, Perth and 
Darwin Radio Stations. There is no Radio Station in Port Hedland. Perth 
Radio transmits navigation warnings, including alterations to navigation 
aids at Port Hedland. 

Vessels bound for Port Hedland should advise the Harbour Master 
48 hours and 24 hours before their arrival, indicating their draft, fore and 
aft, and last port (Address: Harbour Master, Telex No. AA 99213, Port 
Hedland. If telex number not included messages may be delayed). 
VHF: Port Control Tower: This communication centre is normally 
manned 24 hours a day and is equipped with 5 VHF radios covering 
the entire marine band. The International Call sign is “Port Hedland 
Harbour”. All VHF communication is recorded on an 8 track tape 
recorder. 

Instructions concerning shipping movements, allocation of berths and 
related matters are passed to ships, Pilots and berthing gangs through 
the Control Tower. In addition, relevant shipping information, in particular 
changes to orders out of office hours, are also passed to agents, customs 
and quarantine as required. 

Vessels are required to obtain permission from the Control Tower 
before entering, leaving or moving from place to place within the Port 
and are required to verify equipment serviceability. This verification on 
completion, must in the case of non-piloted vessels, be passed to the 
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Tower by radio or other suitable means. Where a vessel is piloted, an 
Equipment Check List must be handed to the Pilot. 

During the cyclone season in North West Australia, ships alongside 

will be instructed to set and maintain watch on VHF Channel 16 during 
the early stages of the “alert” phase. 
Use of VHF: Vessels equipped with VHF must maintain listening watch 
on Channel 16 at all times when anchored inside the Port Limits. Should 
a vessel at anchor wish to communicate by VHF with another vessel 
then it must first advise “Port Hedland Harbour’ who will allocate a 
working channel. 

The Control Tower is equipped with a Krupp Atlas 8600 ARPA radar 
with a stated range of up to 72 nautical miles. 

Other equipment includes a telex (receiving telexes only), wind, tide 
and wave recording instruments and an Aldis signalling lamp. The Port 
Control Tower will advise tide height (above chart datum) and wind 
strengths on request. 

A Marine Citizens Band radio is also installed and a listening watch 
is maintained on 27.88 MHz. for distress calls from private pleasure 
craft. 

TUGS/LAUNCHES: Six tugs, operated and managed by Adelaide 
Steamship Industries, are stationed in Port Hedland. The fleet consists 
of: 


Gross Brake Bollard Type 

Tonnes (h.p.) Pull (tonnes) 
M.V. Warang 425 3600 50 Z-pellor 
M.V. Warilla 425 3600 50 Z-pellor 
M.V. Corunna 427 3600 50 Z-pellor 
M.V. Coongan 427 3600 50 Z-pellor 
M.V. Turner 365 3600 50 Z-pellor 
M.V. Degrey 312 3156 52 Twin Screw 


Tugs can also be utilised for the shipment of fresh water to vessels 
at the outer anchorage at the rate of approximately 80 tonnes per tug. 
Stirling Marine Services Pty., Ltd., also operate launches and 
workboats, ranging from 10 m. to 13 m., which are available for use as 
ferries, line boats, etc. 
BERTHING: There are 5 berths situated within the Inner Harbour, two 
of which are owned and operated by the Port Authority. Of the three 
BHP Iron Ore berths, two are located at Nelson Point and one at 
Finucane Island. 
Moorings: The following telex was received by a vessel from Agent in 
September 1991: 
Quote 
Please confirm following: 
Heavy wire ropes are required to have the ends terminated with a 9.0 m. 
rope, spring finished with a standard eye for placing over the bollards 
and slip hooks. 

All mooring ropes and wires to have a 6 m. tail of light rope spliced 

into the eye to facilitate the transfer from the line boats to the dolphin. 
Unquote. 
Berth No. 1: This landbacked berth lies in a 347° — 167° direction and 
has a length of 213 m., with a mooring dolphin 58 m. from the Northern 
end. Depth alongside is 11.2 m. It is protected by a “Raykin” fender 
system. The height of the wharf deck is 9.5m. above datum with an 
apron width of 22 m. Three access ramps connect to a dry cargo storage 
shed, adjacent to the berth. The storage shed has a floor area of 
487 sq.m. and a further 12,100 sq.m. of open hard standing space is 
available alongside the shed for the holding or movement of cargo. The 
berth, shed and open area are all floodlit for security and working of 
cargo. General cargo is normally handled by forklift vehicles to and from 
the vessels or loaded direct on to road trucks. Vessels up to 230 m. 
LOA can be accommodated at this berth which is equipped with 
1 x 102 mm. and 2 x 203 mm. bunker points (diesel only), fresh water 
hydrants, power and telephone connections. Vessels wishing to have 
telephones placed on board should advise their agents at least 48 hours 
prior to arrival. 

A mechanical bulk loading facility with a capacity of 700t.p.h., 
operated by Pilbara Stevedores Pty.Ltd., is on this wharf. 

Public telephones with STD facilities are located alongside the cargo 

shed at the rear of the wharf. 
Berth No. 3: Berth No. 3 is situated to the South of Berth No. 1 and is 
constructed of steel piles with a steel and concrete decking. The wharf 
runs in a 117°-297° direction for a distance of 183 m. with dolphins 46 m. 
ahead and astern to facilitate the mooring of vessels. The height of the 
wharf deck is 9.5 m. above datum with an apron width of 13 m. The full 
length of the wharf is protected by a “Raykin” fender system. On this 
whart is a cargo shed with an area of 1,600 sq.m. supported by a further 
open hard standing area of 4,200 sq.m. immediately behind the shed. 
As with Berth No. 1, all areas are floodlit, and cargo is handled by forklifts 
to or from the storage areas. Depth alongside in the mooring basin, 
which is 275 m. long, is 13.2 m. and vessels up to 230 m. L.O.A. may 
berth. 

A mechanical bulk loading facility with a capacity of 1,500 t.p.h. is 
owned and operated by the Leslie Salt Company on this wharf. 

Fresh water is available at 50 t.p.h. and bunkers can also be obtained 
through 203 mm. outlets. 

A public telephone offering STD facilities is located on the Eastern 

corner of this berth. 
BHP Iron Ore Ltd. Wharf — Nelson Point: This wharf consists of 2 
adjacent berths known as “A” and “B” Berths, which form a continuous 
line in a 117°-297° direction from a position East of the Berth No. 3 
towards Nelson Point. 

The westward berth is known as “A” Berth and is equipped with No. 2 
shiploader whilst the eastward berth is known as “B” Berth and is 
equipped with No. 1 shiploader. 

The overall length is 658 m. and the shiploaders can travel from one 
berth to another with an overall travel between stops of 564 m. 

The wharf has a berth pocket 65 m. wide, 679 m. long, dredged to 
19.0 m. below chart datum and has, in addition, a mooring dolphin 
located between this berth and the Berth No. 3 approximately 44 m. 
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from the Western end, with access being gained via a walkway from 
the MNM “A” Berth. 

The wharf is equipped with 47 Bridgestone rubber fender assemblies, 
each comprising 2 cell-type rubber energy absorbing units fronted by a 
steel panel which, in turn, is faced with low-friction polyurethane wear 
material. The wharf itself is of steel pile construction with concrete 
capping, equipped with bollards and quick-release hooks along each 
berth 


The two shiploaders are fully retractable and have an average loading 
capacity of 6,500 tonnes per hour each. Shiploader No. 1 has a boom 
reach of 25.8 m. from the fender face and the height of the underside 
of the shiploader is 24.5 m. above datum. Shiploader No. 2 has a boom 
reach of 28.9 m. and a height above datum of 27.5 m. 

Vessels will normally swing on entry and berth starboard side to the 
berths. Starboard gangways should be rigged prior to arrival so that no 
delay is incurred in the boarding of Quarantine and Customs Officers 
upon berthing. Bunkers are not available on these berths, although 
emergency supplies of fresh water may be requested. Fresh water 
outlets are available, situated at the wharf face, close to the bridge 
position of vessels mooring. 

BHP Iron Ore (Goldsworthy) Ltd.Pler — Finucane Island: This is 
situated on the Western side of the Harbour on Finucane Island, and 
lies S.W. of Hunt Point Beacon (No. 47). The face of the jetty extends 
over a distance of 220 m. and lies in the 017°— 197° direction. It consists 
of 7 breasting dolphins with Bridgestone cell fenders on all 7 dolphins. 

There are 2 dolphins ahead and 3 astern of the jetty to facilitate the 
mooring of vessels. These dolphins are set back from the line of the 
berth face and have no fenders. 

The distance from the Northern Mooring Dolphin to the Southern 
Mooring Dolphin is 430 m. and the dredged mooring basin 370 m. long, 
61 m. wide, has a depth of 17.0 m. below datum. The shiploader has 
an overall length of travel of 225 m. and a max. capacity of 4,500 t.p.h. 

Vessels will normally berth port side to, heading out to sea. Ship's 
gangways should be rigged prior to berthing on the off-side as gangways 
are not acceptable on the jetty. A launch service is available to ferry 
personnel to the town. Ship's personnel are not allowed on the loading 
facility. Provision for a future second loading berth ahead of the existing 
jetty has been made. 

The height of the shiploader underside in the raised position above 
chart datum is 24.1 m. 

The loader is not completely retractable behind the berth face but 
retracts to a position 0.84 m. behind the fender line. 

Fresh water and fuel are not available at this berth. 
STEVEDORES: Waterside Labour: All employment of ship and shore 
labour for the working of cargo vessels is drawn through Pilbara 
Stevedores’ labour force. 

There is a current strength of 9 permanent waterside workers. Casual 
a is requisitioned as required to supplement the permanent work 
lorce. 

Under present manning scales, most vessels can be worked on a 
24 hour day. 

There are 5 “closed holiday” days: Labour Day, Good Friday, Anzac 
Day, WWF Picnic Day and Christmas Day. Normal working days are 
Monday to Sunday with shift starts at 0800 hrs. and 2000 hrs. 

Payment to the waterside workers for their labour is based on the 
following schedule: 


Day Shift Monday to Friday 0800-1500 Single time 
1500 — 2000 Double time 
Night Shift Monday to Friday 2000-0300 Double time 
0300 — 0800 _ Treble time 
Day Shift Saturday 0800 — 1500 Double time 
1500 — 2000 Treble time 
Day Shift Sunday 0800 — 1500 Double time & half 
1500 — 2000 _ Treble time 


No stevedoring operations are carried out on any of the private berths 

within the port. 
MEDICAL: Medical attention may be arranged through the Agent. No 
person will be attended unless he is provided with a letter from the 
Master authorising such treatment. All costs incurred will be charged to 
the vessel. 

The Government operated Regional Hospital of approximately 110 
beds, caters for most medical requirements. Where necessary, seriously 
ill patients are flown to Perth in aircraft of the Royal Flying Doctor 
Service. The local ambulance service is well organised both in 
equipment and manpower, and additionally, the pilot helicopter may be 
chartered for the emergency uplift of sick or injured seamen from vessels 
standing offshore. 

TANKERS: Connections: 10 in. lines with 8 in. flexible hoses. Discharge 
rates depend on grade and consignee. 

Local Installations: Shell, B.P. and Ampol. 

DENSITY: Average 1026. 

FRESH WATER: See individual berths. 

FUEL: See individual berths. 

Bunkering Agents: B.P. Australia Ltd., Tel: 73-1422. Shell Co. of 
Australia Ltd., Tel: 73-1365. Ampol Ltd., Tel: 73-1042. 
rea At present, there is no Consular representation at Port 

land. 

REPAIRS: Comprehensive repairs can be effected. Radar, radio and 
Decca servicing and repairs are available. Welding, engineering, fitting 
and turning, electrical, plumbing, refrigeration and air conditioning, diving 
and building services are located in close proximity to the Port. Limited 
fumigation facilities are available. Sand-blasting equipment, cranes, 
compressors, etc., may be hired. 

SURVEYORS: An Australian Maritime Safety Authority (AMSA) 
surveyor is located in Port Hedland, and can be contacted by telephone 
732598 (after hours 731770), Fax: 732887 and mobile 018 937759. 

There is a firm of Marine Surveyors based in the port. Comprehensive 
survey inspections and reports can be prepared by Caleb Brett, 
Tel: 732310 (after hours 732360). 
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CARGO GEAR: Ship's gear used. Mobile cranes up to 70 tons capacity 
may be hired. Crane of 120 tons capacity owned by BHP Iron Ore. 

The following mobile equipment is owned and operated by Pilbara 
Stevedores Pty.Ltd.: 


1 < 13.0 tonne Forklift 

2 x 6.0 tonne Forklifts 

1 x 5.0 tonne Forklift 

1 x 3.0 tonne Forklift 

1 x 10.0 tonne Mobile Crane 


F ae not engaged on cargo operations this equipment is available 
lor hire. 
AIRPORT: An average of 5 return jet flights operate daily between Perth 
and Port Hedland. A weekly international flight operates between Port 
Hedland and Bali in Indonesia. In addition, several charter companies 
operate from the Port Hedland Airport, which offers a high standard of 
service comparable to that of city terminals. 
TIME: See “General” before first port. 
HOLIDAYS: See “Stevedores”. 
POLICE/AMBULANCE/FIRE: Police 731444; Ambulance 731800; 
Fire 732555; Hospital 732144. 
CERTIFICATES: The following documents should be available for 
inspection: 

Ship’s papers, including the following certificates: 

(a) Register. 

(b) Load Line. 

(c) Safety Equipment. 

(d) Safety Radio. 

(e) Safety Construction. 

(f) Australian Light Dues Receipt. 

(g) State Light Dues Receipt 

(h) Articles of Agreement and Account of the Crew 

(or equivalent). 

(i) Oil Record Book. 

()) Register of Cargo Gear. 

(k) Gas Free Certificates for OBO's. 

Valid Derat or Exemption Certificate. 

Crew's Identity Documents. 

International Vaccination Certificates of all persons aboard. 
STOWAGE FACTORS: Most recent stowage factors of iron ore cargoes 
loaded at Port Hedland have been approximately as follows: 


Fine Ore 2,723 kg. per cu.m., 
or 0.3672 cu.m. per tonne. 
Lumpy Ore 2,355 kg. per cu.m., 


or 0.4247 cu.m. per tonne. 

2,643 kg. per cu.m., 
or 0.3784 cu.m. per tonne. 

1,970 kg. per cu.m., 
or 0.508 cu.m. per tonne. 

1,800 kg. per cu.m., 
or 0.556 cu.m. per tonne. 

However, as these factors sometimes vary from cargo to cargo, it is 
recommended that Masters check with loading Agents for each shipment 
before finalising stowage plans. 

SHIP SUPPLY SERVICE: Stirling Marine Services Pty. Ltd., P.O.Box 
81, Port Hedland, W.A. Tel: (091) 731651. Fax: (091) 731343. 
Services: Pilot boat services to vessels that cannot be serviced by 
helicopter. Passenger launches for Agents, crew ferries, providores to 
vessels at anchor in Outer Anchorage or berth at Finucane Island. Stores 
run, garbage collection and line running. 

GARBAGE DISPOSAL: No facilities available. 

WASTE OIL DISPOSAL: No facilities available. 

SEAMAN’S CLUBS: Seafarers’ Centre, Lower Wedge Street, Port 
Hedland. This Centre, which is jointly administered by the Missions to 
Seamen, British Sailors Society and the Apostolatus Maris, is located 
in Wedge Street, adjacent to the Port Authority workshop. 

Church services can be arranged to suit individual denominational 
needs. 

A licensed bar is operated. There is a gift and souvenir shop together 
with facilities for international telephone calls, foreign money exchange 
and library exchange. Recreational facilities include pool tables, darts, 
table tennis and TV. Bus tours may be arranged. 

The Centre opens as follows: 

Monday to Friday 1100 hs. — 1400 hrs. and 1800 hrs. — 2200 hrs. 
Saturday 1600 hrs. — 2200 hrs. 
Sunday 1600 hrs. — 2030 hrs. 

All facilities are offered during those hours, and a warm welcome is 

always extended to all seamen visiting the Centre. 

CURRENCY: Australian Dollar. 

DELAYS: Delays of port operations, Se delays of other vessels 
waiting for berth, caused by a vessel which for any reason is not 
prepared and able to move from the berth when so ordered, are 
a pe to the vessel which causes such delays. 

PROVISIONS: Supplies of food, liquor, cigarettes, etc., are readily 
available in Port Hedland. 

Providores will generally meet vessels on arrival but early advise to 
the ship's Agent of a vessel's requirements is desirable. 

GENERAL: Tonnage Dues: All vessels entering the Port, excluding 
Commonwealth or fishing vessels, are subject to payment of a tonnage 
fee based on the GRT of the vessel. No additional fee by way of berth 
usage or berth occupance levy is charged against ships lying alongside 
the Authority's two berths. 

Mooring Gangs: Gangs for the mooring or unmooring of vessels using 
Port Hedland Port Authority's berths are supplied from Pilbara 
Stevedores’ permanent labour force. 

Mooring and unmooring charges vary depending on circumstances. 
A schedule of updated charges may be obtained from Pilbara 
Stevedores on application. 

Oil Pollution: The main stocks of oil dispersant and spray equipment, 
provided by AMSA under the National Plan for use on the North West 
coastline, are stored in Port Hedland. 


Run of Mine Ore 
Yandi Ore 


Marra Mamba 


Further information on this service can be obtained from The 

Commonwealth Marine Surveyor. 
Explosives Regulations: Port Hedland Port Authority Regulations 
concerning the Regulation of Ships, Handling of Cargo, inflammable 
Liquids and Oils, Noxious, Dangerous and Inflammable Goods and 
Explosives are obtainable from the Port Authority. 

It is a requirement of the Port Authority that a copy of these 
Regulations be displayed on each vessel carrying Inflammable, Noxious, 
Dangerous and Explosive Goods. 

Whistle Signals: It is an offence to sound a ship's whistle whilst alongside 
a harbour berth unless permission is obtained from the Port Control 
Tower - Call sign “Port Hedland harbour’. 

Weather Conditions: For full details refer to “Australia Pilot Vol. V". The 
season for cyclones on the North West coast of Australia is during the 
Summer months - November to April - with an average of one cyclone 

r year. 

Oo Weaihak observation station at the Port Hedland Airport is equipped 
with long distance weather radar and this unit, together with similar 
stations at Broome, Learmonth and Dampier - aided by meteorological 
satellite data - has proven invaluable in cyclone tracking. To assist in 
this service, six hourly weather reports are invited from Masters by the 
Commonwealth Department of Meteorology. 

Climate: Port Hedland’s climate ranges from extremely hot and, at times 
humid during the Summer to pleasantly warm days and cool nights 
during Winter (May to September). 

Using averages taken over 80 years, Port Hedland’s coldest month 
is July, with an average maximum temperature of 27°C and a minimum 
of 12°C. The hottest month is December, with an average daily maximum 
of 37°C and a minimum of 24°C although during Summer maximum 
temperatures of 46°C are not uncommon. 

The average yearly rainfall is 307 mm. and rain falls on an average 

of 31 days per year. However, this amount of rain can fall in a very short 
period during the cyclone season and long very dry spells without rain 
can be experienced. 
Crew Members Left Ashore at Time of Departure: Deserters: Masters 
are to inform the Customs Boarding Officer or Agent at the time of 
vessel's departure if any members are absent without leave from the 
vessel. This applies even if the vessel is continuing on to an Australian 
port. Customs require that all crew members’ identity documents by held 
by the Master at all times whilst in Australian waters. The Master will 
be required to complete a declaration as to the crew member's absence. 
Customs may also examine the absent crew member's personal effects. 
Repatriation and Hospitalisation: No crew member may be signed-off 
any vessel trading between Australian ports and overseas ports without 
prior permission of the Sub-Collector of Customs. 

Agents wil be required to sign maintenance guarantees covering crew 
members landed for hospital treatment and repatriation. 

Crew members may be hospitalised without Customs permission if a 
medical vepaet ge arises. Customs must be informed of this as soon 
as possible after hospitalisation. If a crew member does not rejoin a 
vessel on departure, procedures will be identical to repatriation. 
Stowaways: No unauthorised person should be allowed aboard the 
vessel. Cases of attempted stowaway have occurred. Masters should 
take all necessary care and precautions to prevent stowaways. 

Any stowaways aboard on arrival should be reported to the Customs 
Boarding Officer to prevent their unauthorised landing. It should be noted 
that all responsibility for the repatriation of stowaways is to the account 
of the vessel concerned. 

Services: Security patrols, garbage disposal, laundry and dry cleaning 
services are available and can be arranged through ships’ agents. 
AUTHORITY: Port Hedland Port Authority, P.O.Box 2, Port Hedland, 
Western Australia 6721. Tel: (091) 73 1400 (office hours: 0800 — 
1630 hrs.). Port Control Tower; (091) 73 1019 (24 hours). Telex: 99213. 
FAX: (091) 73 1760. Contact: Captain |.Baird, General Manager. Captain 
P.J. Blenkinsopp, Harbour Master. 


AGENT: Patrick Sleigh Shipping Agencies Pty.Ltd., 1937 Pyramid Road, 
Karratha, W.A. 6714, Australia (Postal Address: P.O.Box 152, Karratha, 
W.A. 6714). Tel: (091) 44 4329. Telex: 198236 PATSLE. FAX: (091) 44 
4329. Seagram Code 6DPATSLE. 


PORT HUON, Tasmania: 43.10 S. 146.59 E. (See Plan) 


For Additional Information see “Hobart”. 

PORT LIMITS: ‘Harbour’ means so much of the waters of the River 
Derwent and its estuary as lie to the Northward of a line drawn from the 
Derwent Light (on the Iron Pot Islet) to Kelly Point, on North Bruny; 
together with so much of the D’Entrecasteaux Channel as lies to the 
Northward of a line drawn from the Southern end of Partridge Island to 
Southport Island; and together with all bays and estuaries opening either 
into the said River Derwent or the said D'Entrecasteaux Channel. 
DOCUMENTS: As for all Australian Ports. 

PILOTAGE: Pilotage is compulsory for all vessels exceeding 35 m. in 
length. For vessels bound to Port Huon from the North, via the 
D’'Entrecasteaux Channel, the Pilot boarding ground is on a line drawn 
from the Iron Pot Lighthouse (Chart AUS. 171 — Lat. 43° 03.7’ S., Long. 
147° 25.5’ E. Gp.Fl. (3) W 9 secs. 20 m. 11 nautical miles); to Kelly's 
Point on the Northern tip of Bruny Island. For vessels bound to Port 
Huon from the South, the Pilot boarding ground is on a line drawn from 
the Southern end of Partridge Island (Chart AUS. 173 — Lat. 43° 24.6’ S., 
Long. 147° 06.0’ E.) to Southport Island. Notice of ETA and request for 
a Pilot must be advised at least 24 hours in advance. Confirmation or 
amendment of this ETA must be made not iess than 6 hours prior to 
the vessel's arrival at the pilot station. For additional information on this 
section see “Hobart”. 
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ANCHORAGE: There are no safe anchorage positions South of the pilot 
line. However, vessels wishing to anchor may be guided by the Pilot on 
VHF to positions in the D'Entrecasteaux Channel where there is good 
eae ground. 

RESTRICTIONS: Navigation is on a 24 hour basis, however the draft 
of vessels navigating within Hospital Bay, Port Huon, is restricted 
to 9.0 m. 

MAX. SIZE: Vessels of up to 190 m. long and 9.0 m. draft can be 
accepted at Port Huon Wharf, while vessels of up to 160 m. in length 
and 8.0 m. draft are about the maximum for the Australian Paper 
Manufacturers’ Wharf. 

HEALTH: The local medical practitioner boards vessels after berthing 
and acts for the Commonwealth Dept. of Health. Immigration/Customs 
Officers travel by road from Hobart and board after Pratique has been 
granted. Quarantine Authorities must be informed of suspected disease 
or fever at least 18 hours before arrival. 

RADIO/VHF: See “Hobart”. 

TUGS: Tugs from Hobart are available for assisting vessels. However, 
because of the distance involved additional notice is required, and tug 
charges are at higher rates. 

BERTHING: 

Port Huon Pier: The East side has a quay length of 172.6 m., with a 
water depth of 7.6 m. and the West side a quay length of 203.4 m., with 
a water depth of 9.8 m. This wharf is primarily used for the import of 
sodium sulphide as required by A.P.M. 

Australian Paper Manufacturers Wharf: The berthing head has a len 

of 82 m., with mooring buoys ahead and astern of the vessel and a 
water depth of 8.2 m. This wharf is used exclusively for the loading of 
wood pulp. 

MEDICAL: A local doctor is available and a hospital is situated at 
Franklin (4 miles). 

STEVEDORES: Labour allocated and supplied from Hobart. 

FRESH WATER: Available only at Port Huon Pier. 

FUEL: Limited supplies provided by road tanker from Hobart (40 miles). 
Fruit ships usually call at Hobart for bunkers. 

GANGWAY/DECK WATCHMEN: See “Hobart”. 

OPENING/CLOSING HATCHES: See “Hobart”. 

CARGO GEAR: At Port Huon Pier, discharge/loading is by ship's gear 
and at A.P.M. Wharf a fixed conveyor belt system from the shore is used. 
TELEPHONES: A telephone is connected to all vessels on arrival. 
AUTHORITY: Marine Board of Hobart (see “Hobart”). 


AGENT: See “Burnie”. 


PORT KEMBLA, N.S.W.: 34.28 S. 150.54 E. (See Plan) 


PORT LIMITS: In the absence of any specific clause in the Charter 
Party, the local custom is that a vessel, having obtained Pratique, is 
considered to be an “arrived ship” when it is anchored off the port and 
reported as such to “Port Kembla Harbour”. 

The Port Limits are within an arc 2.5 nautical miles radius from the 
end of the Eastern Breakwater. 
CERTIFICATES/DOCUMENTS/HEALTH/CUSTOMS 

ALLOWANCES/CARGO GEAR: See “Melbourne”. 

PILOTAGE: Pilotage is compulsory for all foreign vessels and Australian 
Masters without an exemption; this service operates 24 hours per day. 
Pilots equipped with VHF. 

The pilot boarding station is in position 2.6 miles North of Entrance 
Buoy. 

Coastal and Reef Pilotage: See ‘Torres Strait” for details. 
RESTRICTIONS: An artificial harbour, formed by two breakwaters with 
an entrance of 305 m. and a depth of 16.75 m. ISLW at the entrance. 
Leading from the Outer Harbour there is an Inner Harbour Basin, which 
is entered through a 165 m. wide channel, having a depth of 15.25 m. 
ISLW. The port consists of the Outer Harbour and the Inner Harbour. 
In the Outer Harbour the swinging basin is approximately 457.2 m. with 
a minimum depth of 10.70 m., and in the Inner Harbour the swinging 
basin is approximately 365 m. with a depth of 15.25 m. 

Under Keel Clearance: Inward vessels not less than 1.37 m. Outward 
bei bi than 8% of vessel's draft (draft = 15.25 m. + height of 
tide + 1.08). 

MAX. SIZE: The deepening project at Port Kembla has been completed 
and the port can now handle vessels in the 150,000 d.w.t. range for ore 
discharge and coal loading. Vessels arriving part loaded or in ballast 
are required to be as near as practicable to an even keel and at no less 
than half loaded draft to facilitate ship handling in the strong winds 
common to this port. 

The depths are now as follows: 

Entrance Channel 15.25 m. ISLW. 

Iron Ore Discharge Berths: 

No. 1 Depth alongside 13 m. ISLW. 

No. 2 Depth alongside 15.75 m. ISLW. 

No. 2 Coal Berth: Max. LOA 300 m. Max. beam 45 m. Max. airdraft 
23 m. Depth alongside 16.25 m. at LW. 

Grain Terminal: Max. LOA 290 m. Max. beam 45 m. Max. sailing draft 
15.20 m.—15.88 m., depending on tide. UKC of not less than 8% required 
for loaded vessels. 

Arrival Draft: The Maritime Services Board of New South Wales has 
issued a notice regarding the arrival condition of vessels at Port Kembla. 
This notice covers ballasting and trim on arrival. According to the Board, 
some vessels have arrived trimmed too deeply by the stern, which 
makes it unsafe to enter port. 

Agents and Masters are advised that to ensure a safe entry at all 
times, the arrival draft should never be less than 2% of the vessel's LOA 
at the head and 3% of LOA at the stern. Failure to ensure that these 
conditions are met may result in delays to entry. 
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HEALTH: Quarantine service is available 24 hours a day with Radio 
Pratique available. 


RADIO/VHF: A continuously manned signal station (Port Kembla 
Harbour) maintains constant contact with the Pilot, pilot tender, tugs and 
launches. In addition, a VHF radio-telephone system (Sydney Radio on 
Channel 16) provides communication for vessels at sea or at anchor. 
Whilst anchored off the Port of Port Kembla, it is necessary to maintain 
radio watches, as officially a vessel is at sea until entering the 
breakwaters into the port. Port operations channel is VHF Channel 11. 


TUGS: At the present time 4 tugs are available, 24 hours per day, 
provided previous notification is given. 
The tugs have bollard pulls ranging from 45 tonnes to 50 tonnes. 
Vessels over 250 m. LOA proceeding to the New Coal Berth require 
4 tugs and vessels 200 m. — 250 m. require 3 tugs. 


BERTHING: Outer Harbour: 

No. 4 Jetty: Length 228.6 m. Width 15.5 m. Depth 10.8 m. to 4.6 m. 
Facilities for discharging sulphuric acid and anhydrous ammonia. 
Inflammable Liquids Berth: T-head with 2 EMCO loading/discharging 
heads and dolphins, can accommodate vessels up to 182.9 m. long. 
Depth 10.7 m. This berth is also used for bunkering, however, no priority 
is given for bunkering ships over tankers. 

No. 6 Jetty: Length 298.7 m. Width 30.5 m. Depth 10.0 m. for first 205 m., 
then sloping to 7.3 m. 17.1 ton and 2x 17 ton cranes for general cargo 
by both rail and road. Bunker facilities available by road. 

Inner Harbour: 

Broken Hill Pty. No. 1 Products Berth (Private): Length 192 m., 
depth 11 m. 4x 10.2 ton cranes. Bunker facilities available. 

Broken Hill Pty. No. 1 Bulk Berth (Private): Length 278 m., depth 13 m. 
plscbargng by 2x17 ton grab unloaders, each nominally 600 t.p.h. 
Outreach 32 m. Loading by conveyor-fed loading head — coke 700 t.p.h. 
and coal 1,000 t.p.h. Bunker facilities available. 

Broken Hill Pty. No. 2 Bulk Berth (Private): Length 310 m., depth 
15.75 m. Discharging by 1x35 ton grab unloader, nominally 2,000 t.p.h. 
Outreach 32 m. Bunker facilities available. 

Broken Hill Pty. Ro-Ro Terminal (Private): Depth 11 m. Accommodates 
starboard quarter ramp vessels up to 183 m. 

Broken Hill Pty. No. 2 Products Berth (Private): Length 221 m., depth 
12.2 m. 2x30.5 ton cranes. 

Ro—Ro Terminal: Depth 9.2 m. Accommodates stern ramp vessels up 
to 170 m. in length. 

No. 2 Coal Berth: Shiploading: The berth is dredged to 16.25 m. below 
LW and the access channel to 15.25 m. The geometry of the berth and 
seen will permit the loading of 10,000 d.w.t. to 150,000 d.w.t. 
vessels. 

The berth is equipped with 2 shiploaders with a peak capacity of 
approximately 3,900 tons/hr. each. The loaders function in the same 
manner as the reclaimers with one machine loading coal at full capacity 
whilst the other positions itself at the next hatch. 

In Stage | the new berth will handle all of the coal. Simultaneous 

loading from two berths will become necessary in Stage Il when the 
most appropriate second berth arrangement would be devel p 
No. 1 Coal Berth: Length 240 m. Depth 11.6 m. at LW. 2 shiploaders 
load 300 tonnes/hr. Direct loading through either the rail tippler or road 
hopper to 1 loading head. Also see “Shipmaster'’s Report”. 
Multi-Purpose Berth: Maximum length 300 m. Depth alongside 16.25 m. 
This berth handles vessels of similar size to the New Coal Berth. 
New Grain Terminal: Maximum length of ship 290 m. Depth alongside 
16.25 m. The berth and loading facilities are capable of loading ships 
of 120,000 d.w.t. Grain will be loaded by 2 shiploaders with a loading 
rate of 2,500 t.p.h. each, 1,600 tonnes per hour whilst trimming. Storage 
capacity 260,000 tonnes. 


STEVEDORES: Working times: (Not including B.H.P. and coal loader 


labour). 
1st shift: 0730 to 1430 hrs. — Monday to Friday, Sunday 
2nd shift: 1500 to 2200 hrs. — Monday to Friday, Sunday 
3rd shift: 2300 to 0600 hrs. — Monday to Friday, Sunday 
1st shift: 0730 to 1130 hrs. — Saturday only 


or: 
0730 to 1430 hrs. — Saturday only. 
There are sufficient forklifts, tractors, bulldozers, etc., available to 
handle all general and bulk cargoes as necessary. 


MEDICAL: There are sufficient doctors, dentists, etc., 
eventualities; also two well equipped modern hospitals. 


TANKERS: Max. length of vessel 183 m., depth alongside 10.67 m. 
DENSITY: Average 1025. 
FRESH WATER: Fresh water is available at all berths. 
FUEL: All grades of marine fuel oils including marine diesel and marine 
gas oil are available. Pipeline delivery of heavy fuels is available at BHP 
No. 1 and No. 2 Bulk Discharge Berths, No. 1 Products Berth, and at 
the Old Coal Terminal and the New Coal Terminal. Delivery of all grades 
by road tank wagon is possible at all berths. Delivery by pipeline is at 
150 — 180 tonnes per hour. Delivery by road averages 40 tonnes per 
hour (using 2 road tank wagons). 
REPAIRS: There are no drydocking facilities, but several marine 
engineering companies operate here, who can handle most types of 
repairs. 
HOLIDAYS: See “Sydney”. 
OPENING/CLOSING HATCHES: Crew or stevedores. 
CREW IDENTIFICATION: See “Melbourne”. 
TIME: See “General” before first port. 
AIRPORT: Kingsford Smith International Airport, Sydney (80 km.). 
se em ap Pilot station 751450; Signal station 744571. Telephones 
available. 
SHIP SUPPLY SERVICE: Off-shore service may by provided by: 
Stannard Bros. Launch Services Pty. Ltd., No. 4 Jetty, Port Kembla, 
N.S.W. 2505. 
C.B. Air, Albion Park Aerodrome, Albion Park Rail, N.S.W. 2527. 
T.N.T. Air Charter, 2 Hayes Road, Rosebery, N.S.W. 2018. 
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to handle all 


GARBAGE DISPOSAL: Theiss Environmental Services. Tel: 711588. 
No drums or skips provided except by special request. Charges: A$95 
per collection =~ A$1.0 per kilo. Collections: Monday, Wednesday and 
Friday morni 

WASTE OIL ISPOSAL: Cleanaway. Tel: (042) 716 166. Fax: (042) 
714 253. Tanker trucks: 19,000 litres. Shore tanks capacity: 55,000 litres. 
Charges: A$100 per hour plus approximately 15 cents per litre 
SEAMAN’S CLUBS: Missions to Seamen, Darcy Road, Port Kembla, 
N.S.W. Tel: (042) 746 498. International telephone, church services, 
shop and mini-bus collection. 


SHIPMASTER’S REPORT: December 1982 (Updated 1994). 
Old Coal Berth (No. 1 Coal Berth). 

Restrictions: The following information is required prior to arrival 
berthing: 

1. Stem of each type of coal. 

2. Stowage, tonnage and type of coal each hold. 

3. Commencing holds — basis two loading heads. 

4. Trimming holds. 

5. Expected departure draft. 

LOA, gross and nett tonnages. 

The vessel must conform with the followi 

Vessels must not present for loading with 
17.4 m. above ISLW. 

Minimum size of hatch openings (without prior arrangement with 
harbour authority) when using trimming head 4.9 m. x 4.9 m. 

Whilst Under Keel Clearance during loading operations is usually left 
e Ze discretion of individual Masters, the Harbour Master recommends 

.3 Mm. 

Vessels of 255 m. and over enter during daylight and vessel of 265 m. 
and over leave during daylight. 

Due to the short travel range of the loading gantries it is recommended 
that with the larger size vessels, i.e. LOA 228.6 m. and upwards, to 
avoid moving along the berth during the final phases of loading that 
loading be programmed to complete in the centre hatches. 

Max. Size: Max. LOA 240 m., max. beam 45 m. Max. loaded draft 
11.4m. + tide -0.3m. 

Berthing: The berth is constructed with a concrete decking on steel piles 
and has a length of 215 m. Bollards are placed at 18.29 m. intervals 
with provision for mooring lines beyond the actual berth. Maximum pull 
load of each bollard is 85.63 k/t. Depth of water at the berth is 11.60 m. 
ISLW with a bottom of natural sand and clay. This depth extends for a 
pag iad outward from berth of 12.19 m. and for a distance alongside 
° 7m. 

Depth after 12.19 m. distance outward from berth is 13 m. ISLW 
increasing to 15.25 m. ISLW in the main channel. 

Vessels usually berth port side alongside. 

Bulk Cargo Facilities: There are two loading gantries at ship's side which 
have a travelling range along the berth of 150 m. 

Each fitted with a telescopic loading chute with a trimming head 
attached which has the effect of throwing the coal in any given direction. 

Each boom has an outreach from the wharf fender of 19.8 m. 
Maximum angle of raise is 80°, working range of boom is horizontal to 
11° below the horizontal. 

For the purpose of estimati expected loading time it is 
Hata ala that with both loading heads in use a figure of 1,400 t.p.h. 

used. 


SHIPMASTER’S REPORT: January 1983 (Updated 1994). 
Documents: Australian Customs Service — Notice to Master: 

Section 64 of the Australian Customs Act (1901) requires that the 
following documents are completed and presented to Customs within 
48 hours of arrival at the first Australian port: 

Form 2A: Passenger Report (only required if carrying passengers). 
Form 3A: Crew Report. 
Form 3B: Crew Report. 

It is also requested that the Master please complete a Ship's General 
Information sheet, that was included with these papers. 

Section 64 of the Australian Customs Act (1901) also requires that 
the following documents are completed prior to the vessel's arrival, and 
presented to Customs at the first Australian port: 

Form 5, Part One: Ship's Report of Arrival. 

Form 5, Part Two: Crew Effects Declaration and Notice. 

Form 5, Part Four: Report of Ship's Stores. 

Quarantine Notice or Declaration (QA3, QA4 and QAS), see below. 

These forms may be sent to shipping agents by Facsimile, Telex or 
Radio Telephone. Alternatively, they may be presented to the shipping 
agent at the vessel's last overseas port before Australia, and then sent 
on to the Australian Agent. 

Please note: Under this legislation, there can be heavy fines imposed 
for failure to comply with these requirements. 
Harbour Master's Note: 

Also please supply Ship’s Bunker figures on arrival including quantity, 
specific gravity and temperature. 
Additional Documents: 


co) 


criteria: 
atch coaming more than 


Form QA3 (Animal Cargo) 1 Refers to cargo only. One for 
each relevant port. Nil 
retum not required. 

Form QA4 (Ship's Pets) 1 Nil return not required. 

Form QAS5 (Shipmaster's 1 Required only if ship has pets 

Bond} (in duplicate) 


Pilotage: Embarkation of Pilots: Masters of vessels are requested to 
carry out the following procedure when embarking a Pilot: 

1.1 Make a good lee for the pilot launch and proceed at a speed 
of about five knots. 

1.2 The pilot ladder, clean and fitted with spreaders at intervals, is 
to be rigged well clear of all discharges and outlets, and of all 
outboard fittings which might foul the pilot launch. The bottom 
of the ladder is to be maintained at a position approximately 
1.5m. above the water. The distance from waterline to point 
of access must not exceed 9 m. 


1.3 Two clean 24 mm. in diameter manilla manropes are to be 
rigged. The manropes are to be securely made fast to the ship. 
On no account must they be made fast to the ladder at any 
point. 

1.4 Where the ladder is rigged over a bulwark, two stanchions not 
less than one metre in length are to be securely fitted in the 
top of the bulwark, one on each side of the ladder. Steps are 
to be provided from the top of the bulwark to the deck. 

1.5 A heaving line is to be provided for mail and the Pilot's bag. 

1.6 By night a bright light shaded to show downwards and clearly 
illuminate the ladder and ship's side is to be in position before 
the pilot launch approaches. 

1.7 Tripping lines and boatropes are not to be used. 

Note: Masters are urged to have all the abovementioned gear kept in 
first class condition and to have it inspected frequently and to ensure 
always that the ladder and manropes are securely made fast. 
Serious accidents have occurred through inattention to these 
matters. Should the abovementioned gear and the manner in 
which it is rigged be not satisfactory, pilotage services may be 
withheld. 


VHF: It is necessary to maintain a VHF watch on Channel 11, whilst 
anchored off the port. 


Berthing: Outer Harbour: 

The under mentioned rules are provided for the guidance of Masters 

of vessels berthed in the Outer Harbour, Port Kembla. 

(a) Main engines should not be taken adrift or major repairs 
commenced unless arranged by prior consultation with the 
Harbour Master. 

(b) Power for main engines should be available at four hours’ notice 
during normal weather conditions. 

(c) Upon the International Code Signal XT being hoisted at the Signal 
Station, or by night the exhibition of two all round red lights 
therefrom, power for main engines should be available at one 
hour's notice. 

(d) Sufficient crew should be maintained on board to enable removal 
of vessels from jetties to be effected if such removal is considered 
necessary for the safety of the vessel and/or other vessels. 

Inner Harbour: New Coal Berth is located between Berth 12 and Berth 
14. See “Plans”. 


Port Kembla Coal Terminal 
1 — Navigation restrictions 
Vessels — LOA 
— Beam 
Approach channel depth 
Berthing basin depth (sand bottom) 
Underkeel clearance while moving 
Tide variation — mean high of high tides 
Sailing restrictions: 
Weather conditions — Pilot's discretion 
Inward movements — 255 m. (ballasted), 244 m. (laden), and over 
yi only. 
utward movements — 265 m. and over daylight only. 
(New navigational aids are being installed and tested. If these are 
satisfactory the daylight restriction will be lifted). 
Vessels normally berth port side to berth. 


295 m. 

45 m. 
15.25 m. below ISLW 
16.25 m. below ISLW 
8% draft 

1.4m. 


Tug requirements: over 250 m. — 4 tugs 
200 m.—250m. -— 3 tugs 
under 200 m. — 2 tugs 

2 — Berth No.2 
Length of berth face 287.12 m. 


Length between extreme mooring bollards 400 m. 
Length between centres of end fenders 250 m. 
Fendering — 8 Seibu Type W 2000H x 1500L buffer fenders at 35.64 m. 
centres. 
Bollards — 10x 100 tonne quick release hooks 
— 6%x120 tonne quick release hooks 
— 2%x100 tonne storm bollards 
3 — Shiploaders — 2 travelling shuttling bridge type (only one in operation 
at a time). 
Nominal loading rate 
Outreach (+ reach of chute when tilted) 32 m. (+8 m.) 
Throw — pivoting spoon type 5 m. maximum 
(dependent on flow characteristics and moisture content) 


5,000 t.p.h. 


Air Draft 22.40 m. above ISLW 
Shiploader travel: park to park 235 m. 
common range 185 m. 


4 — Operating Authority 
Port Kembla Coal Terminal Ltd. 
P. O. Box 823, 
P. O. Woolangong East, 
N.S.W. Australia 2520. 
Fax: 061-42-287605. 


Repairs: There is an efficient diving service — Commercial Diving Service 
Pty. Ltd., (Shipping repair and maintenance division underwater), 
3 South Avondale Road, Dapto P.O.Box 126, Dapto 2530, N.S.W., 
Australia. Neil Johnson Tel: (042) 61 4179. Keith Johnson Tel: (042) 61 
4980. 


Telephones: Placed on board on arrival at New Coal Berth. 
Telephone Numbers: 
The MSB Illawarra Ports Authority. 


Ofer ek ter rn tee ne ees, ERS eee Sac Y Ae 740201 
POTS tation ee Re ys re eh CI ees Se 751450 
Signal'Station sewre Loe. wearer ay nee aves 744571 and 750159 
Stannard Bros. (for moorings) ..............--.- 741045/75145 


AUSTRALIA 


General: 
Pollution: The Board views very seriously any kind of pollution. The 
regulations provide for heavy penalties on conviction. Attention is invited 
to the following: 
1. Ojilof any description — Discharge or escape from a ship — Penalty 
up to $50,000. 
Failure to inform of discharge or escape: Penalty up to $10,000 
Cost of dispersing or dealing with oil: May be recovered from 
Master or Owner. 
2. Other Pollutants — (Including dangerous goods) 
Discharge or escape into port : Penalty up to $400. 
3. Dangerous Goods 
Failure to keep pipe-line or hose gastight and free from leakage: 
Penalty up to $200. 
Failure to keep dangerous goods which have escaped in as small 
an area as possible: Penalty up to $200. 
Failure to report escape of dangerous goods from a pipe-line or 
hose within 24 hours: Penalty up to $200. 


AUTHORITY: MSB - Illawarra Port Authority, P.O.Box 89, Port Kembla, 
N.S.W., Australia 2505. Tel: 061-42-750132. FAX: 061-42-762142. 
Contact: C. Drinkwater, Managing Director. Captain W. Hoogendoorn, 
Harbour Master. 


AGENT: Patrick Sleigh Shipping Agencies . Ltd., 63a Market St., 
Wollongong, N.S.W. 2500. Postal address: P.O.Box 465, Wollongon 
East, N.S.W. 2520. Tel: (042) 28 5666. Telex: 29025 PATSLE. 
Fax: (042) 28 3852. Seagram Code: 2KPATSLE. 


PORT LATTA, Tasmania: 40.51 S. 145.23 E. 
(See Plan) 


DOCUMENTS: 

Cargo Plan. 

4 Crew Lists, Commonwealth No. MS11. 

1 Customs Store List, Commonwealth No. 42A. 

1 Personnel Effects, Commonwealth No. 5. 

1 Quarantine/Animals, Commonwealth No. QA4 and QAS5. 

Last Port Clearance. 

3 Lists of Ports of Call. 

Also see “Certificates”. 

PILOTAGE: Compulsory pilotage from anchorage to berth. Pilot remains 
on board throughout loading. Pilot station equipped VHF radio Channels 
16, 12, 14, 67 and 74. Pilots and line boats stationed at small boat 
harbour, Port Latta. Pilot boards at anchorage (2 miles N.E. of seaward 
end of jetty). Vessels communicate with Port Latta Marine Department 
on normal ship-shore frequencies, through Australian coastal stations, 
addressing message to “7 P Pinkands”. ETA required 10 days, 2 days, 
1 day prior. Accommodation ladder to be rigged and ready on port side. 
ANCHORAGE: 1 mile radius from point with Rocky Cape Light. Bearing 
130° (T) x 5 miles (16 fathoms). 

RESTRICTIONS: Tankers and vessels over 100,000 tonnes d.w.t. berth 
in daylight only. Other vessels berth on arrival, day or night, weather 
permitting. Minimum depth of water in berth and approaches 15.25 m. 
(50 ft.) at 1.S.L.W. A static 1.5 m. (5 ft.) under keel clearance required 
at all times, or 10% of draft whichever is the greater, plus 0.5 m. 
allowance for movement of vessel. 

MAX. SIZE: LOA 245 m. (804 ft.), beam 38.5 m. (126 ft.), draft 16.0 m. 
(52.5 ft.). Vessels in excess by prior consultation. 

HEALTH: Commonwealth appointed Quarantine Officers will board 
vessel at anchorage or berth when Port Latta is first port of call. Minimum 
12-24 hours advance notice of pratique to Agent. Quarantine Officer 
requires 1 copy Crew List. Derat Certificate can be issued at this port. 
RADIO: Radio messages addressed to “7 P Pinkands” and Agent. 
TUGS: One tug is available “Spring Cove”, 1,825 h.p. 27 tons bollard 
pull. Tug is on 30 minutes standby notice when in berth. 

Large second tug required for berthing of ships of 80,000 d.w.tonnes 
and over. Large tug, 2,500 h.p. (40 ton bollard pull) to stand by in lieu 
of “Spring Cove” when at berth. 

N.B. Second tug comes from Burnie (3 hours’ steaming). 

2 line boats are available. On call 24 hours when a vessel is in berth. 
Licensed to carry 5 passengers. Used to transport all persons and goods 
ship to shore. 

Tug will join vessel at anchorage. Tug stationed at Port of Stanley 

and will stay with vessel throughout loading. The use of tug or ship line 
is at discretion of Pilot. 
BERTHING: Special towage may be required. Confirm with Harbour 
Authority. Propeller submerged with vessel at or near even keel. Vessels 
usually berth port side alongside using starboard anchor. 
Accommodation ladder to be rigged and ready on port side. 

Mooring lines required. 

(a) Under 100,000 tonnes deadweight. Seven (7) 220 m. (722 ft.) 
lines forward includes backspring. Similar aft. 

(b) 100,000 tonnes deadweight plus. As for (a) and in addition one 
(1) 220 m. wire forward and one (1) 220 m. wire aft. All mooring lines 
must comply with Classification Society requirements. Ore berth where 
vessel secures 3.9m. (12.8 ft.) clear of loading facility to three (3) 
mooring buoys forward and three (3) aft. Backsprings to protection 
dolphins. Polypropylene or similar material instead of nylon required. 
Confirm with Harbour Authority. 

Main engines required to be on thirty (30) minutes standby notice. 

Mooring winches to be fully operational and maximum power available 
at all times. 
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LOADING/DISCHARGING: A 1,830 m. (6,000 ft.) long steel structure 
from the shore carries the ore conveyor and oil pipe-lines. 
Shiploader: Two (2) radial arm type (one loading at any given time). 
Rate: 3,000 long tons per hour maximum (2,750 nominal). 
Working Hours: 24 hours/day, every day weather permitting. 
Outreach: (a) Central: 24.82 m. (81.4 ft.). (b) Max. slew: 17.82 m. 
(58.5 ft.). 
Throw: Max. 3.9 m. (12.7 ft.). Working Trajectory 1.8 m. (5.9 ft.). 
Height: (Air Draft) above H.W. 16.46 m. (54 ft.) minus 1.5 m. (5 ft.) for 
safety clearance. 
Travel: 79.25 m. (260 ft.) for one loader. Total coverage both loaders 
164.6 m. (540 ft.) including 6.1 m. (20 ft.) dead area between loaders. 
Stowage factor iron ore pellets 0.4767 cu.m./tonne. Angle repose 27°. 
MEDICAL: Minimum of 24 hours notice required by Agent to arrange 
doctor. Hospitals situated at Smithton, 19 miles; Wynyard, 25 miles. 
TANKERS: Berth in daylight, weather permitting. Hose 10 in. diameter, 
discharge line only, no facilities for receiving ballast or slops. Maximum 
permitted draft 45 ft. (13.7 m.). 
Oil/Ore vessels require Gas Free Certificate prior to landing. 
A floating pipe-line connecting facility to vessel is handled by line 
boats. 
DENSITY: 1025-1027. 
FRESH WATER: Limited quantity from tug — 70 tons. 
FUEL: Not available. 
FIRE REGULATIONS: Standard Mines Department fire regulations. 
CONSULS: No consulates. 
REPAIRS: Carried out by local contractors through Agent. 
OPENING/CLOSING HATCHES: Ship's responsibility. 
CERTIFICATES: Required: Derat., Safety Equipment, Load Line, 
Registered Tonnage, Safety Construction, Safety Radio. 
CUSTOMS ALLOWANCES: Tobacco, 200 cigarettes or 8 ozs. tobacco 
per man. Wine/Spirit, 1 quart per man, bottle/bottles must be unsealed. 
CARGO GEAR: None required. 
REPATRIATION: Agents can arrange repatriation and crew changes. 
AIRPORT: Nearest airport 25 miles at Wynyard with daily domestic 
flights to mainland for international flight connections. 
TIME: See “General” before first port. 
HOLIDAYS: Cargo loading continuous throughout public holidays. 
POLICE/AMBULANCE/JFIRE: Police, Stanley 581104; Ambulance, 
Smithton 521221; Fire, Stanley 581202. 
TELEPHONES: Arrange through Pilots. 
SHORE LEAVE: Arrange through Pilots. Sufficient crew remain on 
board to handle vessel for clearing berth — to include ten (10) competent 
deck crew, five (5) forward and five (5) aft. 
IDENTIFICATION CARDS: See “Melbourne”. 
GARBAGE DISPOSAL: Not available. 
WASTE OIL DISPOSAL: Not available. 
SEAMAN’S CLUBS: None. 
GENERAL: Chart: Port Dalrymple to Circular Head, AUS 798. 
Tide Predictions: See “Port of Stanley’ — Australian National Tide 
Tables. Mean Spring range of tide 2.5 m. (8.42 ft.). Correction for Port 
Latta — 0.6 m. 
Officials: Marine Supervisor, Quarantine Officer, Customs Clearance 
Officer and Agent will board on arrival, weather permitting. 
AUTHORITY: Savage River Mines, Marine Department — Port Latta, 
P.O.Box 353, Wynyard, Tasmania 7325., Australia. Te/: Wynyard (004) 
420444, 434105. Telex: Pickand AA 59019. Cables: 7PPickands. FAX: 
(004) 4349, (004) 423285. Contact: D.C.Schmidt, General Manager. 
Marine Board of Circular Head, P.O. Box 61, Stanley, Tasmania 7351. 
Tel: (004) 581271. FAX: (004) 581442. Contact: H.G.Wilkens, Manager. 


AGENT: See “Burnie”. 


PORT LINCOLN, S.A.: 34.42 S. 135.50 E. 


PORT LIMITS: 
Northern Limit: From Pt. Boston Light in a direction 059°x3 miles. 
Southern Limit: From Cape Donington Light in a direction 059° x3 miles. 
Eastern Limit: A \ine joining outermost ends of North and South limits. 
DOCUMENTS: See “Melbourne”. 
APPROACHES: Depth in approach Channel 30 ft. (Proper Bay) — 
14.2 m. (Main Pier). 
PILOTAGE: Compulsory. Pilot boards 1.0 miles S.E. of Boston Point. 
VHF: Radio telephone in operation. Channels 6, 12, 16 and 67. 

Office hours 0845 — 1700, Monday — Friday. 
TUGS: 1 tug (40 tonne bollard pull) available. 
BERTHING: Kirton Point Jetty oil tanker berth at “T” head, berthing 
space 900 ft. (275 m.), depth 32 ft. (9.75 m.). Shipping Pier depth 27 ft. 
(8.2 m.) and 28 ft. (8.5 m.). 

Two bulk grain loading berths 350m. long, depth 14.93 m., with 
2 travelling loaders with combined capacity of 4,000 tonnes an hour and 
an outreach of up to 35.5 m. on each side of jetty. Vessels up to 
80,000 d.w.t. can be accommodated. 

A berth, 247 m. long, depth 12 m. to accommodate general cargo 
including bagged grain, phosphate rock and sulphur vessels. 

B.H.P. Jetty (Proper Bay) jetty and berth with mooring dolphins. 
Distance between outer dolphins 882 ft. (270 m.). Depth 34 ft. (10.4 m.) 
MLWS. Channel depth 9.1 m. Loading rate 1,900/2,000 t.p.h. Max. beam 
permissible 80 ft. (24 m.). Max. LOA 183 m. 

FRESH WATER: Available at jetty and shipping pier. Not available at 
B.H.P. (Proper Bay) Berth, 

FUEL: Diesel and limited fuel oil by road tanker only. 

AIRPORT: There is a scheduled 1 hour air service to Adelaide with up 
to 6 flights a day. 

EMERGENCY CO-ORDINATION CENTRE: Australian Coastal 
Surveillance Centre-Canberra. Tel: (062) 475344. Telex: AA 62349. 
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(See Plan) 


STORING: See “Prelims”. 

(1) Yes. 

(2) Operations at Harbour Master's discretion. 

(3) Yes, right alongside. 

(4) Yes. 

(5) Normal Australian Regulations. 

(6) Yes. 
GARBAGE DISPOSAL: Collection available on request to ship's agent 
or Quarantine Officer. Drums with covers on truck or trailer used to 
convey garbage in plastic bags from ship to deep burial disposal site. 
Charges: A$40.00 plus A$2.70 per person per day. 
WASTE OIL DISPOSAL: West Coast Liquid Waste, Tel: 086-843574. 
10,000 litres per load, as many loads as necessary. Cost to be discussed 
on removal due to availability of pump sites and distance. 
SEAMAN’S CLUBS/SERVICES: The Missions to Seamen, Washington 
Street, Port Lincoln. Tel: 830036, 821714 or 825370. Telephone, postal 
services, currency exchange facilities and refreshments. 
CURRENCY: Australian Dollar. No restrictions. Money can be changed 
in local Banks. 
AUTHORITY: Department of Marine and Harbours, P.O.Box 354, King 
Street, Port Lincoin, South Australia 5606. Te/: (086) 823633, 823723. 
FAX: 086 826725. Contact: Captain R.J. Cobban, Harbour Master and 
Port Manager. 

For Proper Bay: Broken Hill Proprietary Co. Ltd., P.O.Box 21, Whyalla, 
South Australia 5600. 


AGENT: Patrick Sleigh Shipping Agencies Pty. Ltd., P.O.Box 1592, 
79 Liverpool Street, Harwill Court No. 11, Port Lincoln, S.A. 5606. 
Tel: (086) 82 1011/82 1167. Telex: 80932 PATSLE. Fax: (086) 82 1182. 
Seagram Code: 5LPATSLE. 


PORT PIRIE, S.A.: 33.10 S. 138.08 E. (See Plan) 


PORT LIMITS: As per broken magenta lines passing through Ward Spit 
Beacon, to the North, and Eastern shoal North Beacon, to the South, 
of entrance to Germain Bay on Chart AUS 136. 
CERTIFICATES/DOCUMENTS/HEALTH: See “Melbourne”. 
PILOTAGE: Compulsory. The Pilot Boarding Station is South-West to 
West and within 1 mile of Eastern Shoal North Beacon. 

The regulation pilot ladder should be secured so that the lowest step 
is 1.5 m. clear of the water. Manropes must be provided but a boat rope 
is not required. 

Pilotage distance is 17 miles and time occupied is approximately 
2 hours. 

ANCHORAGE: Vessels awaiting a Pilot should anchor near the Pilot 
Boarding Station which is good holding ground. 

Exempt vessels only may anchor within Germain Bay. However, 
anchorage near Cockle Spit is not recommended for vessels of light 
draft under adverse weather conditions. 

RESTRICTIONS/MAX. SIZE: Channel width 92 m. 
Daylight: Max. length 185.0 m. OA P imi 
Max. beam 30.0m.0A | ‘-®: Port Limits 
At Night: Max. length 180.0 m. OA 
Max. beam 28.0 m. 

Vessels over these lengths and beams at Harbour Master's discretion. 

The entrance, river channel and harbour area are dredged to 6.4 m. 
LWOST. The keel clearance of any vessel proceeding in the harbour or 
channel should be 0.76 m. and vessels over 22.0 m. the minimum keel 
clearance should be 0.91 m. 

Max. draft at HWOST is 8.1 m., keel clearance of 0.9 m. required. 

Vessels have sailed from the port under suitable tidal conditions with 
drafts in excess of 8.23 m. 

Note 1: It is recommended that the maximum draft should be decreased 
by 0.20 m. when “fixing” vessels in advance, to allow for possibility of 
the tide being less than that predicted due to weather conditions. 

Note 2: The LW heights should be considered when fixing deep vessels 
to ensure that the vessel always remains afloat in the berth. 

HEALTH: For first port vessels, Radio Pratique is available 24 hours 
prior to arrival, after satisfactory response to information sought by 
Agent, formal Pratique will be granted after berthing. 

In the event of suspected disease or fever on board, authorities must 
be informed prior to Pilot boarding. 

RADIO/VHF: Port Pirie is serviced by VHF Channels 16, 12, 8, 67 and 6. 
Vessels arriving at the port should advise “Port Pirie Harbour’, as soon 
as contact can be established, of their ETA and draft, also the position 
anchored, if applicable. Exempt vessels should advise same and seek 
clearance to enter the port. Listening watch is kept from 0845 hrs. to 
1700 hrs., Monday to Friday, (except public holidays) or by arrangement. 

There is no visual signal station. 

There is no radio telegraph station at Port Pirie. All such messages 
are handled through “VIA” Adelaide and are forwarded to or from Port 
Pirie by land-line. 

TUGS: Two tugs, bollard pull 11 tonnes and 22 tonnes. 
BERTHING: Vessels are normally berthed in the order of first arrival at 
the Pilot Boarding Station and are usually swung prior to berthing. 

Main engines must not be immobilised and static engine tests must 
not be made without prior approval of the Harbour Master. 


Berths: Vessels berthed at No. 1 should not exceed 152.40 m. (500 ft.) 
OA length. 


Dredged to: 
Berth Depth Width Length Normal usage 
No. (m.) (m.) ft. (m.) ft. 
1 7.32 24 24.38 80 152.40 500 Fishing/ 
Recreational 
2 823 27 3048 100 182.89 600 Silo-Bulk Grain 
3 7.32 24 30.48 100 198.13 650 Tankers 
4° §.78»°19 —_ — 106.68 350 Tugs & Launches 
5 8.23 27 30.48 100 198.13 650 Concentrates — 
Overseas 
6 8.23 27 3048 100 182.89 600 Concentrates — 
Overseas 
7 823 27 +3048 100 144.79 475 Concentrates — 
Interstate 
8 8.23 27 3048 100 179.84 590 Lead & Zinc Pigs 
9° 8.23 27 3048 100 179.84 590 Lead & Zinc Pigs 
10° 8.23 27 3048 100 158.51 520 Coke, Coal and 
Limesand 
11 3.6 12 2438 80 47.71 150 Acid 


*Fuel oil can be discharged at these berths, for B.H.A.S. 
CRANES: 67.5 ton electric cranes are available at Berths No. 7, 8, 9 


and 10. 

BULK HANDLING FACILITIES: The boom of the shiploader is 70 ft. 
(21.3 m.) in length and when lowered to the horizontal position for 
pouring should plumb the midship line of most ships loading from this 
machine. The “jet-trimming slinger” at the lower end of the loading chute 
is capable of throwing a stream of ore some 60 ft. (18.3 m.) through 
360° and can be directed to any position within the vessel's hold. 

Bulk wheat and barley can be delivered ex-silo on a conveyor belt 
which is capable of delivery at the rate of 800 t.p.h. Five outlets are 
available but the maximum is 800 t.p.h. 

MEDICAL: All medical and dental facilities available. 

TANKERS: One oil berth (No. 3). Cargoes of flashpoint above 60° may 
be handled. 

DENSITY: Between 1033 and 1035. 

FRESH WATER: Fresh water available all berths at rate of approx. 
20 t.p.h. 

FUEL: There are no bunkering facilities at any berth. Limited quantities 
of diesel oil may be obtained by road tanker. 

REPAIRS: Subject to special arrangements. 

SURVEYORS: Classification Society Surveyors available by prior 
arrangement. Private surveyors available. 

HATCHES: Opening/closing carried out by ship's crew. 

CUSTOMS ALLOWANCES: As per Australian Regulations. 
REPATRIATION: Facilities available. 

AIRPORT: There are no regular flights to or from the port. Charter 
aircraft can be arranged. 

Transport to Adelaide is by bus or train. Bus transport is most frequent 
— duration of journey 3 hours. 

TIME: See “General” before first port. 
POLICE/AMBULANCE/FIRE: Emergency Numbers: 

Police 32 1200 

Fire 32 3000 

Ambulance 32 1111 
EMERGENCY CO-ORDINATION CENTRE: In an emergency whilst at 
anchor or in the vicinity of the port (i.e. not berthed), contact can be 
made with “Port Pirie Harbour’, if during working hours. Outside those 
hours, radio contact with Adelaide Radio (VIA). Both contact points will 
immediately contact appropriate local or regional emergency 
organisation. 
TELEPHONES: All vessels in port will have telephones placed aboard 
by Agent. Local calls only available. 
STORING: By truck alongside vessel. Forklifts can be used if required. 
SHORE LEAVE: Unrestricted. 
IDENTIFICATION CARDS: As per Immigration Authority Regulations. 
GARBAGE DISPOSAL: Service is available and its use is compulsory. 
Contractors truck attends vessel. No garbage to be landed prior to truck's 
arrival. Charges: A$40.00 per full day in port plus A$2.70 per crew 
member per full day in port. 

Refer to agent for contact number. 

WASTE OIL DISPOSAL: Small quantities only. See above or contact 

0 for large quantities. 

SEAMAN’S CLUBS: Missions to Seamen, 37 Florence Street, Port 

Pirie. Services: library, telephone, postal service, canteen, souvenirs, 

television, snooker, table tennis, hospital visits. Open daily from 

1900 hrs. 

CURRENCY: Australian Dollar. No restrictions. 

GENERAL: Tides: MHW Springs 2.65 m., Neaps 1.65 m. Generally tidal 

heights of 2.74 m. or over occur at Springs about 50% of the days of 

the year. However, tides are affected by weather and may be up to 

0.61 m. above or below predictions. 

AUTHORITY: Department of Marine and Harbours, Ellen Street, Port 

Pirie, South Australia 5540. Te/: (086) 321455. FAX: (086) 32 5918. 

Caoree DMH Pirie. Contact: Captain C. Marshall, Harbour Master/Port 
anager. 


AGENT: See “Adelaide”. 


PORT STANVAC, S.A.: 35.06 S. 138.28 E. (See Plan) 


The Marine Terminal is situated on the Eastern shore of the Gulf of 
St. Vincent, 18 miles South of Port Adelaide in Lat. 35° 06’ S., Long. 
138° 28’ E., bearing 219°, 4.0 miles from Marino Light. Mariners are 
referred to current hydrographic chart AUS 780. 

The Terminal berths are open and unprotected. Consequently at all 
times a vessel must be in a suitable condition, with sufficient deadweight 


and personnel on board to vacate the berth immediately on short notice. 


AUSTRALIA 


The Terminal comprises a single buoy mooring served by a 36 in. 
(900 mm.) submarine pipeline, for the discharge/loading of crude oil 
tankers of up to 233,000 tonnes displacement, limited to 17.1 m. draft, 
and a product berth alongside the jetty for the loading/discharge of 
vessels up to 42,000 tonnes displacement, limited to 10.7 m. draft. The 
product berth is attached to the seaward end of a pier which extends in 
a direction of 300°(T) from the shore. 

The Terminal operates 24 hours per day, seven days per week. 
Vessels are berthed at the SBM at any time, 24 hours a day, subject to 
prevailing conditions and Port Manager's discretion. Vessels at the 
product berth are berthed in daylight hours only, subject to tides and/or 
suitable weather conditions, and may depart at any time. Cargo handling 
operations are continuous whilst a vessel is in the berth. 
DOCUMENTS: Inward clearance is effected on board the vessel by the 
Customs Boarding Officer after the vessel has berthed. This official is 
also the Superintendent of the Mercantile Marine Office. 

The following documents are required: 

Clearance from last port. 

Crew List in duplicate on Form M & S 11, and in addition 3 copies on 

plain paper. 

Store List on Form 42A (1 copy). 

Dutiable articles owned by Master and Crew on Form 5 (1 copy). 

Form C & E 886, Loading Port List (1 copy for each Australian port 

of discharge). 

Cargo Manifest (B/L). 

Livestock Notice (Form QA4) if any livestock on board, plus 

Shipmaster’s Bond (Form QAS) in duplicate. 

Necessary forms will be supplied by the ship’s Agent on a vessel's 
first visit to the terminal. 

Clearance outward is granted on board before sailing. No documents 

are required by the Master when clearing outwards — the ship's Agent 
handles all clearance documents at the Customs House. 
PILOTAGE: Prior to berthing at Port Stanvac vessels will be boarded 
by the Duty Port Manager in the sieerere area. The Duty Port cle 
will advise the Master on the pilotage of the vessel to the berth and in 
respect of mooring and unmooring of the vessel. At the offshore 
moorings he will also advise on the hoisting and lowering of the 
submarine hoses and on loading/unloading. He will remain on board 
while the vessel is moored at the off-shore berth. The Duty Port Manager 
will any out his duties subject to the authority of the Master of the 
vessel. 

Vessels are requested to have a pilot ladder and manropes, rigged 
on the leeward side for the safe embarkation and disembarkation of the 
Duty Port Manager. At night the ladder area should be efficiently 
illuminated. Pilot ladder and manropes should remain rigged during 
vessel's stay in port, whilst in the offshore berth. 

If the vessel's freeboard is more than 9 m. then the accommodation 
ladder should be rigged in conjunction with the pilot ladder. 
ANCHORAGE: Vessels awaiting to berth at Port Stanvac are advised 
to anchor in the following positions unless instructed otherwise: 

Crude Oil Vessels: Using starboard anchor, one nautical mile North 
of the SBM. 

Product Vessels: With Marino Rocks Lighthouse bearing 065°(T) 
distance 3.0 miles in 11 fathoms of water. 

Holdin os in these anchorages is good with a hard sand bottom. 
RESTRICTIONS: Approaches from the West through Investigator Strait; 
from the East, through Backstairs Passage. 

Minimum depth in channel to jetty berth is 40 ft. (12.2 m.). Vessels 
can approach the SBM from any direction, depending on existing 
conditions at the time of berthing. A charted depth of 23.0 m. above the 
lowest predicted astronomical tide within 400 m. of the buoy, and a 
minimum depth of 20 m. within 1,500 m. of the buoy position. 

Height of tide, 9.0 ft. (2.7 m.) HHW, and 4.6 ft. (1.4 m.) LHW. 

MAX. SIZE: SBM: 

LOA: 300 m. 

Beam: No limitation. 

Draft: 17.1 m. 

Displacement: 233,000 tonnes. 

Products Berth: Max. size limitations for vessels using the product berth 
are: 

LOA: 183 m. 

Beam: No limitation. 

Draft: 10.7 m. 

Displacement: 42,000 tonnes. 

Note: Ships at the Product Berth must have a parallel flat side at the 
lightship waterline of a minimum of 49 m. and maintain a minimum 
freeboard whilst loading of 1.7 m. 

HEALTH: Vessels will be boarded by the Department of Health Officer 
either at the anchorage or in the berth. 

If Radio Pratique (see Radio’) has not been obtained prior to arrival 
international quarantine signals must be exhibited until the vessel is 
cleared by the Department of Health Officer. 

RADIO: Arrival Message: Masters are requested to radio their Agents 
7 days before their estimated arrival at the port, giving the following 
information: 

ETA 

Number and nationality of crew aboard. 

Crew's state of health. 

Advise if the hull is free of leaks. 

Whether bunkers are required and, if so, the quantity. 

The number of crew members, if any, who require the services of a 

Doctor or a Dentist. 

pike Se gas system is in good working order and conforms to 

Advise if ship has C.O.W. on board and if crude oil washing is required 

at Port Stanvac and conforms to SOLAS. 

Further ETAs should be sent 72 hours, 48 hours and 24 hours prior 
to arrival. The 24 hours message must also confirm that the hull is free 
of leaks. If there is any change to the 24 hours ETA then advice should 
be promptly transmitted. 
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VHF: Port Stanvac Refinery is equipped with VHF radio operating on 
the following frequencies: Channel 16 (156.8 MHz) calling and standby 
only; Channel 14 (156.7 MHz); Channel 9 (156.45 MHz). 

Masters of vessels proceeding to Port Stanvac are required to 
establish VHF radio contact with Port Stanvac (call sign “Port Stanvac’’) 
as soon as possible prior to arrival to confirm the vessel's ETA. Masters 
will be advised on which Channel they should maintain a listening watch 
while in the Port Stanvac area and to receive instructions related to 
berthing, cargo operations and other matters. 

TUGS: Tugs are not normally used for berthing at the Product Berth. 
BERTHING: SBM: See “Operator's Report”. 

Product Berth: The Product Berth has a fixed all round green light 
mounted on top of the hose boom. 

All vessels are berthed port side alongside heading in a direction 
240°(T). 

Mooring line requirements are that vessels may be required to use 
8 mooring lines, in good condition. The headline can be a wire rope but, 
if so, must have a 15 m. synthetic tail. The stern line must be a floating 
synthetic line so as not to foul the propeller on berthing. 

The bow and stern mooring buoys are each fitted with 1x40 mm. 
diameter preventer wire. These wires will be taken to the ship by launch 
and secured on board under the supervision of the Mooring Master. 

The berth is equipped with a Woodfield Flow Boom which handles all 
loading hoses, except the 2 solvent hoses. There are 2x14 in. lines 
which are for transferring white oils and taking off clean ballast. There 
are 2 x 16 in. lines for transferring black oils and taking off dirty ballast. 
Each of these 4 lines uses a 10 in. hose. In addition there are 2x6 in. 
solvent lines utilising 6 in. hoses and 1x12 in. line using an 8 in. hose 
for loading lube oils. 

Typical loading rates are: 


Black oils 1,600 tonnes/p.h. both lines. 
White oils 1,400 tonnes/p.h. both lines. 
Solvents 100 tonnes/p.h. each line. 
Lub oils 500 tonnes/p.h. one line. 


Multiple grades can be loaded simultaneously if segregation and 
safety are assured. 

Ballast at 700 tonnes/p.h. is discharged through a 16 in. line to shore. 
Ballast reception facilities are limited. On completion of deballasting 
clean salt water is to be discharged for approximately 15 minutes. 
Notice of Readiness: Notice of Readiness will be accepted when vessel 
is securely berthed or, if berth is occupied, from the time the vessel is 
‘brought up’ at anchor off the port in, or adjacent to, the recommended 
anchorage. 

Draining of Hoses: Crude oil discharge hoses are cleared by creating 
a vacuum on the submarine crude oil line. All product hoses are drained 
by gravity and ship's personnel are requested to co-operate with the 
Terminal Operators to ensure complete draining of hoses. Drip trays 
must be placed in position to catch my oil which may remain in the 
hoses and oil absorbent material must be in readiness to absorb and 
clean up any small leaks. 
Emergency Signal: Should normal ship to shore communication fail, the 
onrergency signal to stop the flow of oil will be one or more blasts of 
the ship's whistle each blast of NOT LESS THAN 10 SECONDS 
DURATION. In the case of a fire this should be supplemented by a 
continuous sounding of the ship's general alarm system. Steam or air 
should never be shut off the whistle whilst the ship is in port. 
Signals: Vessels discharging or roaring shall, by day, display the 
international code inflammable flag and by night, a red light, where it 
can be clearly seen and visible all around the horizon. 
MEDICAL: Medical and Dental treatment is available if required. The 
ent should be informed of the treatment required. 
FRESH WATER: Fresh water at approximately 25 cu.m.p.h. is available 
at the product berth. 

There is no fresh water connection at the SBM. Crude oil vessels 
requiring water must arrange, via their Agents. 

FUEL: No bunkers available at the SBM. Fuel oil and diesel oil are 
available at the Product Berth. 

CONSULS: Most nations, with the exception of the Arabian countries 
and the Panama Republic, have Consulates in Adelaide. 

REPAIRS: Port Stanvac is an open roadstead and while vessels are 
moored at either berth, the main engines must be maintained in 
readiness to enable the vessel to leave the berth under full power at all 
times. No engine repairs which may interfere with this requirement will 
be permitted. 

No welding, hotwork or scaling is permitted on vessels whilst at either 
berth. All repairs must be carried out in the anchorage. There are 2 
repair firms in Adelaide capable of handling emergency voyage repairs. 
Details of any emergency repairs should be included in the ETA 
message. 

CUSTOMS ALLOWANCES: All dutiable goods declared on Form 5 (see 
“Documents”), should be ready for possible collection and sealing by 
Customs. Non Australian crew members are allowed to retain: 200 
cigarettes (opened carton) or 0.5 Ib. tobacco or 40 cigars or 300 Biddies 
and 1 opened bottle (quart) of liquor. 

TIME: See “General” before first port. 

BALLAST: No dirty ballast may be discharged into the sea. 

Ballast reception facilities are limited. Advance notice is required for 
the discharge of ballast and/or slops to the shore. 

There are no shore ballast facilities for the SBM. 

POLLUTION: Extreme care must be taken to avoid pollution of water 
by oil. A $50,000 fine, plus the cost of any clean-up can be imposed on, 
i others, a Master of any vessel which causes pollution of the sea 
by oi 

The contents of engine-room and pumproom bilges must not be 
discharged into the sea. All pumproom and sea suction and overboard 
discharge valves must be securely lashed before loading or discharging 
operations commence. 

If vessels need to unlash sea suction valves, the Duty Port Manager 
must first be informed. The ship's pumps must be started and a vacuum 
obtained before opening any sea valve. 
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The area around the ship's manifold and overside in the vicinity of 
the submarine hoses, when on the SBM, shall be efficiently illuminated 
at night during loading and discharge operations. 

All deck scuppers must be plugged and sealed before commencement 
of loading or unloading. 

A stand-by warming must be given to the Terminal Operator not less 

than fifteen (15) minutes before any cargo transfer is completed. When 
topping off, the loading rate will be reduced by the Terminal Operator 
as required. 
SHORE LEAVE: No shore leave from SBM. Port Stanvac is an open, 
unsheltered roadstead and it is emphasised that vessels must be in 
readiness to vacate the berth immediately on receiving instruction to so 
do 


Vessels requiring launch services from the anchorage should contact 
their Agents for availability and charges. 

Vessel’s crew members and visitors are not allowed to walk through 
the Refinery. Access from the wharf to the Main Gate, and vice versa, 
must be by car or taxi only. Taxis may be ordered through the Main 
Gate personnel. Taxis are free as far as the Main Gate. 

GENERAL: Gangway: A shore gangway is provided at the Product Berth. 

Ship's accommodation ladder should be rigged on the leeward side 
in the off-shore berth. 

Garbage: The dumping of garbage into the sea at Port Stanvac is 
STRICTLY PROHIBITED by law. PENALTY $2,000 FINE. 

Laundry: Laundry facilities are available in Port Adelaide. Master should 
advise requirements to his Agent prior to arrival. 

Stores and Provisions: A limited amount of stores such as bread, milk, 
fresh vegetables and fruit, not exceeding a gross weight of 5 cwt., will 
be permitted to be delivered by the company launch. In such instances, 
it will be the responsibility of the vessel ordering such stores to make 
available a sufficient number of ship's crew to be taken to the launch 
harbour by the company launch in order to handle the stores into the 
launch for eventual transportation to the vessel. On no account is the 
launch crew to handle ship's stores. prrengecnant for the handling of 
stores should be made through the Duty Port Manager on board the 
vessel, or the ship’s Agent. 

Stores ordered in excess of the above quantities must be arranged 
via the ship's Agent. 

Masters are advised that whenever possible they should arrange to 
receive stores at other ports where facilities for storing may be more 
convenient. 

The company will not accept responsibility for any stores handled at 
the Terminal. 

Tides, Current and Depths of Water: The predicted tide times at Port 
Stanvac are approximately 10 minutes earlier than the tidal predictions 
for Outer Harbour, Port Adelaide. However, the times and heights may 
be affected quite markedly by the prevailing weather conditions. The 
tidal current flows in a N.S. direction and on occasions may reach 1 knot. 
Weather: From September to May, the prevailing winds are from the 
South, S.E. to East. During the remainder of the year, winds are 
generally from North, West to S.W. At times winds may reach gale force. 


OPERATOR’S REPORT: August 1993. 
The Crude Berth is a single buoy mooring. 
Max. size vessel acceptable as follows: 
LOA: 300 m. 
Beam: No limitation. 
Draft: 17.1 m. 
Displacement: 233,000 tonnes. 

Berthing at SBM during daylight hours only, sailing any time. For 
berthing, vessel will require 2tongue type bow chain stoppers, 
complying with OCIMF specifications, suitable for 76 mm. chain. 

Discharge is through 2x16 in. (400 mm.) floating hoses, connected 
to port manifold, using 16 in. ASA flanges. 

Hoses are lifted singly by ship's derrick/crane (minimum SWL 
10 tonnes). 

Max. weight each hose 6.5 tonnes. 

Max. discharge pressure at ship's manifold 1,000 KPA (150 PSI). 

Only petroleum products handled at Port Stanvac. 

No gas or chemicals imported or exported at this facility. 


AUTHORITY: Mobil. Refining Australia Pty.Ltd., P-O.Box 821, Morphett 
Vale, South Australia 5162. Tel: 61-8-3936319. Telex: AA 82003. 
FAX: 61-8-3926449. Contact: Duty Port Manager. 


AGENT: See “Adelaide”. 


PORT WALCOTT, W.A.: 20.37 S. 117.11 E. (including 
Cossack and Point Samson (defunct), Cape Lambert 
(operational) and Dixon Island (possible future) 


(See Plan) 
PORT LIMITS: Pecked line joining the following positions: 
Latitude Longitude Remarks 

(a) 20° 25.48'S. 116° 53.02’ E. On Aus. 741 Lat. 20° 25.4’ S. 

(b) 20° 25.32'S. 116° 57.10’ E. On Aus. 741 Lat. 20° 25.2’ S. 

(c) 20° 25.80'S. 117°04.58'E. On Aus. 55 & Aus. 740 in a 
direction 273°54' to the West 
border; on Aus. 57 in a direction 
113° 18’ to the East border. 

(d) 20° 28.00'S. 117° 10.00’ E. 

(e) 20° 28.00'S. 117° 17.50’ E. 

(f) 20°31.10'S. 117° 17.50'E. On Aus. 55 & Aus. 741 in a 
direction 113°36' to the East 
border. 

(g) 20° 36.90'S. 117°31.60' E. Thence in a direction 180° to the 
HWL. 


DOCUMENTS: See “Melbourne”. 

APPROACHES: Approaches are marked by 5 light buoys. The first is 

in position Lat. 20° 23.45’ S., poh 117° 25.34’ E. and is fitted with a 

3 cm. Racon — morse code “K”. From a position about 1 mile East of 

this buoy, ships should proceed on a course 183° for 7 miles, then 252° 

for 10 miles to the anchorage area. Ships should not attempt to enter 

via Bass Pass. 

—— Channel: Marked by some 28 buoys and beacons. Pilotage is 
mpulsory for all ships in this area. 

PIL TAGE: Pilots resident at Wickham. 24 hours service. Pilotage is 

compulsory anywhere in the port, except that, with permission, ships 

may enter port and proceed via the Eastern route to anchorage. Ships 

should not enter via Bass Pass except with Pilot. 

Pilots will, generally, board and leave ships by means of a small 
helicopter. Ships which cannot accept a helicopter must advise the 
Harbour Master at least 48 hours prior to arrival. All crew members 
should keep well clear of the hatch on which the helicopter will land. 
Helicopter is fitted with marine VHF radio. Call sign “Port Walcott Pilot 
Helicopter’. 

Pilotage will be provided, on request, from Buoy No. 1. However this 

will only be just prior to a ship berthing. Ships may anchor, inside port 
limits, to the East of No.1 Buoy. 
Pilot Ladders, Hoists, etc: On arrival, Pilots will accept a pilot hoist, a 
pilot ladder not exceeding 9 m. in length, an accommodation ladder if 
the weather is suitable or a combination of pilot ladder and 
accommodation ladder. 

Owing to swell conditions, a clean pilot ladder is required for departure. 
This should be rigged so that it is 1 m. above sea level and provided 
with 2 clean manropes. 

This ladder is required to comply with Australian Standard 
Specification No. 1267 of 1975 which is based on the requirements of 
the SOLAS Convention and the Navigation Act. 

A pilot hoist or accommodation ladder is not considered suitable for 
disembarking. 

Whilst in the berth, the appropriate accommodation ladder is used for 
access to the ship. 

ANCHORAGE: Recommended Anchorages: 

Bearing of Jarman Island Lighthouse. 


No. 1 191°x6 miles No. 7 208°x8 miles 
No. 2 201°x6 No. 8 215°x8 
No.3 196°x7 ” No. 9 222°x8 ” 
No. 4 205°x7 ” No. 10 204°x9 " 
Nor5. 213°x7e No. 11 210°x9 ” 
No.6 200°x8 ” No. 12 217°x9 ” 


For smaller ships: 
‘F’ 175°x6.7 miles and ‘A1’ 184°x5.2 miles. 
RESTRICTIONS: Max. draft for different tidal heights in order to obtain 
10% U.K.C. 
Based on the availability of 16.0 m. at low water. 


Tide Draft Tide Draft Tide Draft Tide Draft 
(m.) _(m.) (m.) — (m.) (m.) _(m.) (m.) _(m.) 

2.9 17.18 S72" 17:90 45 18.63 5.3 19.36 
3.0 17.27 3.8 18.00 46 18.72 5.4 19.45 
3.1 17.36 3.9 18.09 4.7 18.81 5.5 19.54 
3.2 17.45 40 18.18 4.8 18.90 §.6 19.63 
3.3 17.54 4.1 18.27 4.9 19.00 5.7 19.72 
3.4 17.63 42 18.36 5.0 19.09 5.8 19.81 
35 ~ 17:72 43 18.45 5.1 19.18 5.9 19.90 
3.6 17.81 4.4 18.54 5.2 19.27 6.0 20.00 

Controlling Depths for ships to the Service Jetty is 8.2 m. and Ore Jetty 


12 m. For sailing from the Ore Jetty — 16.0 m. 

For vessels bound for Lambert Service Jetty — 8.2 m. 

Berthing of ore carriers is usually carried out at about 1 hour — 2 hours 
dt be HW. Berthing times other than HW at discretion of Harbour 

aster. 

Part loaded ore ships are restricted to berthing at HW. The turning 
area has a least depth of 12 m. and a U.K.C. of 1.5 m. is required. Drafts 
of up to 13 m. may be accommodated, but ships are strongly advised 
to contact the Harbour Master for advice prior to arrival. 

Sailing from the Ore Jetty is at 1 hour before HW. No variation can 
normally be permitted. The 18 mile exit route is ‘graded’ from 16 m. to 
17.4 m. to accommodate tidal variations. 

Drafts for sailing are calculated by adding the height of tide to the 
controlling depth and then deducting one eleventh of that total to give 
an U.K.C. of 10% of draft. 

Owing to tidal peculiarities, berthing at the Lambert Service Jetty is 
either at about 2.5 hours before HW or 3.5 hours after HW. 

TIDES: Spring range is 5.8 m. (19 ft.). 
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MAX. SIZE: 
Berth No. 1 Berth No. 2 
DWT 225,000 323,000 
LOA 355 m. 355 m. 


Beam 50 m. 55 m 
Largest ship to date (February 1994), the “Bergeland”, 322,944 d.w.t., 
LOA 339 m. and beam 55 m. 
HEALTH: Pratique may be given by radio. Pratique is automatic if having 
called at another Australian port. 
RADIO: Send ETA advices to “Shipserve-Harbourmaster-Portwalcott” 
and Agent 7 days, 72 hours, 48 hours and 24 hours prior to arrival. 
VHF: VHF communications are available on a limited basis — a watch 
being kept on both Channels 16 and 14. Hours are approx. 0830 — 1200 
and 1300 — 1630 Monday to Friday. The station is also manned if it is 
thought that urgent communication is necessary. 
TUGS: Two tugs, “Pannawonica 1” and “Lambert”, are available for 
use. Both a are 4,800 h.p. (60 tonnes bollard pull). One line launch 
is Ghote ugs supply towing equipment. 
BERTHI 
Cape Vane Service Jetty is owned by Robe River Iron Associates 
(R.R.1.A.). The neck is 457.20 m. long and the berthing head is 155.45 m. 
long. Off each end of the head is a mooring dolphin some 27.43 m. 
away. This permits a vessel of about 190.50 m. long to berth. There is 
a min. eee of 10m. at LW. The height of the jetty, above LW, is 
10.67 m. Cargo is handled by ship’s gear. The jetty is designed for road 
transport only. It was built to normal Australian standards and 110 ton 
locomotives have been landed. This is not a common-user berth and 
permission must be obtained from the Port Authority before any cargo, 
other than R.R.I.A. cargo, is handled. 
Lambert Ore Jetty is owned and operated by R.R.1.A. It extends 2.67 km. 
to sea in a 046.75° direction. It is double sided and capable of handling 
ships up to 323,000 d.w.t. Max. beam at No. 1 is 50 m. and No. 2 is 
55 m. The depth of water in No. 1 (South) Berth is 18.5 m. and in No. 2 
(North) Berth is 19.5 m. Ships should arrange their trim so that there is 
always a clearance of 1 m. when in the berth. There is a single shiploader 
designed to operate at 6,000 t.p.h. Ships berth ‘head out’ and are 
secured to dolphins, parallel to the jetty. These dolphins are 7.62 m. 
above LW. The height of the jetty is 18.6 m. above LW and the boom 
of the shiploader is about 30.5 m. above LW. Max. distance between 
hatches is: No. 1 Berth, 234 m. and No. 2 Berth, 236 m. 
Operator: Robe River Iron Associates, P.O. Box 21, Wickham, 
W.A. 6720. Tel: (091) 87-1001. Fax: (091) 87-1650. Telex: AA 99058. 

The following letters from R.R.I.A. were handed to the Master on 

arrival in November 1991. 
Letter No. 1: 

SHORE LEAVE AND VISITORS — PORT WALCOTT 
In connection with crews and visitors to ships berthed at Port Walcott, 
would you please draw to the attention of Masters, upon arrival of their 
ships, the following regulations: 

All crew going to or returning from shore leave must do so by vehicle: 
either a taxi, bus, the agent's car or a Government vehicle. Private 
vehicles are NOT permitted to traverse our mining lease except in 
special circumstances. Should you wish to invite visitors to your vessel, 
kindly apply to the undersigned with a full list of names so that a pass 
may be arranged. Taxi or bus hire should be arranged directly with the 
ber agent on berthing. 

rew members and visitors may walk only directly between the point 
0: Ee eRe CRO LORINAT ON and the seaward end of the loading 
wharf. 

Other than embarkation/disembarkation to and from the vessel, NO 
CREW MEMBERS OR VISITORS ARE PERMITTED TO WALK ON 
THE MINE SITE. 

Safety helmets and steel capped boots are not required when only 
embarking/disembarking to and from the vessel. 

Signed: Senior Manager — Operations. 

Letter No. 2: 

In welcoming you to Cape Lambert, we would like to advise that your 
vessel is subject to various Port Health, Customs, Immigration, Maritime 
and other regulations as follows: 

Loading Operations: 

The responsibility for safe and correct loading of the vessel rests 
entirely with the Master. 

Shore personnel are available to operate the loading machinery and 
to assist the vessel in every way they can, but it must be appreciated 
that they are not qualified in the skills of correct stress-loading of a 
vessel, nor in achieving a desired draft condition. 

Masters must therefore ensure that a competent officer is on duty 
throughout the loading period, that he visits the deck frequently, and 
maintains a continuous check on the draft. 

Communication between your duty officer and the Shiploader 
Operator is by a private VHF radio frequency. A radio may be collected 
from the Shiploader Operator's cabin by your officer at the 
commencement of loading and returned immediately upon completion 
of loading. This must be done without delay. The responsibility of 
safekeeping and return of the shipper’s radio remains the responsibility 
of the ship's Master, who will be held liable for any loss or dam Ne to 
the equipment. Please note that these radios should be exchanged with 
the Shiploader Operator on a regular basis (0700 hrs., 1500 hrs. and 
2300 hrs. daily) to prolong battery life. 

One ship's crew member should at all times be available to 
communicate with shore personnel. Any change to the original loading 
plan should be communicated to the Shiploader Operator. This notice 
should be in writing and signed by the Master. 

Tonnages indicated by the shore belt scale are to be taken as 
approximate only and no reliance is to be placed on these for correct 
sees 7000000 of the vessel, nor for the achievement of the final desired 

raft. 
Washing Down: 

Ore spillage on deck and dust which accumulates during the course 
of shiploading must not be washed into the berths. Vessels are required 
to defer wash-down until after they have cleared from the berth, outward. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Shore Leave and Visitors: 

Robe River Iron Associates, as owners and operators of Cape 
Lambert port and mine-site areas, wish to draw to your attention to the 
attached regulations relating to shore leave and visitors (see “Letter 
No. 1”). 

Notice to Port and Towage Users: 

5 By-Law 75 promulgated under the Gazetted Cape Lambert Ore Wharf 
y-Laws. 

Towage Rates and Conditions: 

The use of tug boats to assist vessels inwards and outwards shall be 
at the discretion of the Master. In all cases, the rates set out in the 
Second Schedule shall be payable in respect of towage services 
available to all vessels berthing ana uqberieng Eee and out of any berth, 
or any of the Company's marine facilities whether such services are 
used or not used. 

It is the intent of this By-Law that if tugs and workboats have been 
mobilised then they are available. 

If the pilot choses not to bring the tugs onto towlines, this is a matter 
for his judgement, however if tugs and craft are in attendance and 
available for use, then full payment at the gazetted rate is required 
irrespective of whether their services are used or not. Conversely, if tugs 
and craft are not available, no charges will be levied irrespective of 
whether the Master has signed an application form in accordance with 
By-Law 75. 

Your co-operation in these matters is appreciated. Kindly indicate receipt 
of this letter by signing the attached copy. 

Sate: Manager — Marine. 

CRANES: 2x5 ton mobile cranes. 

STEVEDORES: Labour for stevedoring purposes is controlled by the 
Association of Employers of Waterside Labour. Requests for labour 
should be made through an Agent or Stevedore. Hours of work are 
usually 0800 — 2130 and 2130 — 0630. This labour operates at Lambert 


Jetty. 

TANKERS: Tankers berth ‘head-in’ or ‘head-out’ at Lambert Service 
Jetty at discretion of Harbour Master. The deeper water (10.67 m.) is at 
the seaward end. Discharge is through an 8 in. pipeline which is situated 
about the centre of the berth. 

FRESH WATER: Fresh water available at both wharves — ships supply 
own hoses with 2.5 in. quick release fittings. 

FUEL: Not available. 

CERTIFICATES: Ore/Oil carriers require inspection by surveyor if 
previous cargo was oil. Gas-free Certificates over 24 hours old are not 
accepted. 

CARGO GEAR: See “Melbourne”. 

REPATRIATION: Carried out regularly. 

edad: At least 1 jet flight per day to Perth from Karratha, flight time 
2 hours. 

TIME: See “General” before first port. 

HOLIDAYS: Iron ore is loaded 24 hours per day, except for one 24 hour 
period over Christmas (usually 2300/24th to 2300/25th December). 
STORES: Dry, chiller, freezer and Bond stores are available. It is 
suggested that ample notice be given. 

RTS: AUS 55, 740, 741, 326 and 327, plain or Decca are available 
at Harbour Master’s Office, also AUS 56 and Aust. Nat. Tide Table. 
Notices to Mariners, U.K. & Aust. are available for inspection. 
TELEPHONES: Not available at the berths. 

SHIP SUPPLY SERVICE: Port Walcott has limited ship-to-shore 
transport with the only non-fishing commercial craft being R.R.1.A. owned 


tugs (2) and workboat. All these craft are available for emergency use. 


Charter craft are available from either Lombardo Marine Group at Port 
Dampier or Elder Prince Marine at Port Hedland or Mitchell Marine 
Services at Point Samson. 

The local ship's Agents are conversant with the availability of charter 
craft and ship Masters and Owners would be well advised to operate 
through their Agent. 

A helicopter Pilot Service commenced at Port Walcott in July, 1984. 
This service may be available for emergency use. Contact should be 
made through the Harbour Master's Office. 

Harbour Master Port Walcott, Department of Transport, P.O.Box 61, 
Wickham, W.A. Tel: (091) 871106. 
oavtat Prince Marine Services Pty. Ltd., Port Hedland. Tel: (091) 

Lombardo Marine Group Pty. Ltd., Karratha. Tel: (091) 853344. 
SHORE LEAVE: Crew members are allowed ashore by pre-arranged 
bus or taxi — nearest town is 10 miles away. No crew members or visitors 
are permitted to walk on the mine site. 

GARBAGE DISPOSAL: Not available. 

WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS: Port Walcott Seafarers Centre, shop only. 
1x14 seat minibus operated by volunteers. International calls can be 
made from Centre. Church services can be arranged. Shop opened on 
request only. 

CURRENCY: Australian Dollars. Currency can be exchanged at 2 local 
banks. Monday — Friday, 0930 hrs. — 1630 hrs. 

GENERAL: Port Walcott is connected by sealed roads to the towns of 
Wickham, Roebourne, Karratha, Dampier and Port Hedland, each of 
which has a hospital and other facilities. The sealed road also extends 
to Perth, some 1,580 km. away. 

Charts: AUS 740, AUS 741, AUS 742, AUS 326, AUS 327, AUS 58, 
AUS 56 and AUS 55 are stocked, in plain configuration. These charts 
are available at the Harbour Master's office. British and Australian 
Notices to Mariners may be inspected at this office. 

Tides: Spring range is 5.70 m. (18 ft. 9 in.). 

Stores: Providores operate here. Freezer, chiller, dry and Bond stores 
are available but advance notice is preferred. 

Seamen's Club: A Missions to Seamen is situated in Wickham about 
16 km. from ore berths. This club is attached to the Wickham Club Inc. 
and visiting seafarers are welcome as guests. A small bus (14 seater) 
will be made available on request. This bus is driven by volunteers and 
is operated at mutually convenient times. 
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Access: Access from the ship to the shore is by means of ship's 
accommodation ladder to a dolphin at the ore jetty and by means of a 
brow at the Service jetty. 

Moorings: 1. Any wire ropes should terminate in a fibre rope tail of at 
least 20 m. length, including eye. 

2. Spring lines should be laid out on deck, prior to coming alongside, 
for a distance of approx. 80 m. from the ship's lead. In the case of wires, 
the rope tail would be included in this 80 m. This arrangement should 
permit easy lowering vertically to the appropriate dolphin. 


SHIPMASTER’S REPORT: November 1991. 
Vessel: 190,000 d.w.t. OBO. 
Mooring: Vessel used one tug each end with tugs ropes. 

If springs are wires, 50 m. messengers are required. 

Head and stern lines sent by boat. 

First lines ashore are forward breast lines by boat. 

Stern lines sent ashore (ropes) by heaving line. 

As vessel comes alongside, the first after lines (breasts) are sent 
ashore by heaving line. 
Cargo: Letter from Berth Operator: 

The commodity to be loaded in your vessel is Robe River Iron Ore 
sinter fines and the following data has been derived via the use of 

nised international and national test procedures as is required in 

the IMO Bulk Cargoes code. 
(A) Cyrene Proportions: 


i. Transportable Moisture Limit Not applicable 
ii. Moisture Content (ISO 3087) 6.0 — 7.5% (Continuous 
testing) 
Average moisture content will be confirmed by tests carried out 
during loading. 
iii. Angle of Repose at Moisture 
levels stated — 34.5° 


iv. Stowage Factor (Bulk Density): 0.50 — 0.55 cu.m./tonne 

1.82 — 2.00 tonnes/cu.m. 

20 cu.ft./ton 

56.5 — 57.5% (Continuous 
testing) 

This commodity is not considered to be a cargo which will liquify during 

transport. 

(B) Chemical Hazard: 


v. Iron Content 


i. Classification : Nil 
ii. Description of Hazard : Nil 
iii. Precautions to be taken : Nil 
iv. Emergency Procedures : Nil 


It is certified that for the cargo nominated, any relevant hazards 
pertaining to marine transport have been properly described and that 
information given is based on the latest available including experience 
in storage prior to shipment. 


AUTHORITY: Department of Transport, P.O.Box 61, Wickham, W.A. 
6720. Tel: (091) 871106, 871428. Outside office hours 871313, 871581. 
FAX: 091-871967. Contact: Captain N. Dyson or Captain M. Hairsine, 
Harbour Masters. Office located at Point Samson. 


AGENT: Patrick Sleigh Shipping Agencies Pty.Ltd., 1937 Pyramid Road, 
Karratha, W.A. 6714, Australia (Postal address: P.O.Box 152, Karratha, 
W.A. 6714). Tel: (091) 44 4329. Telex: 198236 PATSLE. Fax: (091) 44 
4329. Seagram Code 6DPATSLE. 


PORTLAND, Victoria: 38.20 S. 141.36 E. (See Plan) 


PORT LIMITS: As much of the waters of Portland Bay as lie Westward 
of a line bearing due North from Point Danger to the opposite shore of 
Portland Bay. 

DOCUMENTS: See “Melbourne”. 

PILOTAGE: Compulsory except for Master holding valid Pilotage 
Exemption Certificate. Pilot boards about 0.75 miles N.E. of the main 
breakwater light. Pilot is available 24 hours and 24 hours notice required. 

The pilot launch has a black hull and white superstructure; displays 
a whiteboard with “Pilot” painted in red on the landing bridge. 

Pilot ladder must be positioned about 2.0 m. above the sea level with 
2manropes slightly shorter. The ladder should be clean and in 
compliance with SOLAS Regulations and ISO Standards. Single length 
ladder with non-slip surface. All ropes on ladder and manropes to be 
manila (not nylon or polypropylene). A responsible officer to stand-by 
when Pilot boarding or disembarking. Pilot boarding area to be properly 
lit in the hours of darkness. 

APPROACHES: Approach from the West: A safe course into Portland 
Bay can be maintained by rounding Lawrence Rocks at a distance of 
1.5 nautical miles offshore and altering until a course of 330° (T) can be 
steered, which will clear the Southern side of the Bay between Point 
Danger and Portland by 1.5 nautical miles. Steer this course until Whaler 
Point Lighthouse bears 270° (T) about 2.5 miles distant where course 
can be altered for the harbour entrance. 

Approach from the East: A straight course after rounding Lady Julia 
Percy Island, 18 miles from the breakwater. 

ANCHORAGE: Portland Bay is clear of all dangers and safe anchorage 
may be found 0.5 nautical miles North and N.E. of the Main Breakwater. 
Safe anchorage for small vessels is available between the Lee 
Breakwater and Whalers Point. Holding ground is good, and excellent 
shelter is obtainable from Westerly weather. Anchoring is not 
recommended in strong Easterly or South-easterly weather, as there 
may be a confused sea and swell. 


RESTRICTIONS: The Harbour is bounded by 2 breakwaters, enclosing 
101 hectares. The entrance is 244 m. wide. 
Swinging Basin: Between the two breakwaters, bounded by Berth No. 6 
and the Lee Breakwater and the turning circle is 440 m. in diameter. 
Depth of water in the harbour is based on a datum of 0.082 m. above 
LWOST. Mean rise and fall is approximately 0.75 m., but the prevailing 
wind and atmospheric pressure can cause variations to tidal prediction. 
Weather: (Winds, freak weather conditions): The tidal stream off Portland 
is weak and variable, and is largely the result of wind conditions. 
South Western Victoria is influenced by low pressure systems of the 
Southern Ocean, which have a predominant effect on the regional 
climate, which can give rise to rapid and sudden weather changes. 


MAX. SIZE: Largest vessel handled up to date: 
Max. deadweight — 81,796 tonnes. 
Max. draft departure — 12.54 m. 
Max. draft arrival — 12.01 m. 
Max. length — 263 m. 
Also see “Berthing”. 


HEALTH: Portland is a First Port of Entry. When requiring Pratique, 
inform the Port Health Officer of the ETA, number of crew and 
passengers and the state of health of the complement. Use the Seagram 
prefix “3P Portland” for all cabled messages. All requirements as for 
Melbourne. 


RADIO/VHF: Maritime VHF operating on Channels 12 and 16 is installed 
in the Harbour Master's Office and on the tugs. 

Listening watch is maintained on Channel 16 between 0800 hrs. and 
1700 hrs., Monday to Friday only. Contact on this channel can however 
be anticipated outside these times, but only when shipping is expected. 
Radio Advice of Arrival: Address ETA messages to the Harbour Master, 
Portland, using the seagram prefix “3P Portland” via Melbourne Radio. 


TUGS: Two omni-directional propulsion stern drive tugs with 2,880 h.p., 
giving 35 tons bollard pull are available. 


BERTHING: 

K.S.Anderson Wharf — Berth No. 1: The guaranteed depth alongside is 
12.5 m. Maximum draft is 12.2 m. Departure draft may be increased to 
12.5 m. with tide on written application to the Harbour Master. If the draft 
of any vessel loading a full cargo at Berth No. 1 is in excess of 11.0 m., 
then the length of the vessel is restricted to 226 m. and the beam to 
33 m. 

Berth No. 1 has an apron of 17.5 m. width with 3 sets of rail tracks. 
Immediately behind the apron is a transit shed (77 m. x 33.5 m.) and 
open storage space of approximately 0.5 hectares. 

The berth is suitable for bulk grain, general and Ro/Ro cargoes. It 
has rail access and is connected to the V/Line (Public Transport 
Corporation) rail system. 

K.S.Anderson Wharf — Berth No. 2: The guaranteed depth alongside is 
11.0 m. Maximum draft is 10.5 m. 

Berth No. 2 is a continuation of Berth No. 1. It is suitable for bulk grain 
and general cargo. The apron of 17.5 m. width has 3 sets of rail tracks 
backed by a general cargo shed (152.5 m.x36.5 m.). A rail track along 
the East side of the shed is covered by a canopy for direct discharge 
or loading into, the transit shed. 

The roadway East of the rail track is 18.5 m. wide, backed by another 
rail track and 5,574 sq.m. of open stacking area. 

The 2 berths have a total length of 396.24 m. 

The 27 m. high lateral traversing shiploaders operate over the full 
length of the 2 berths, providing loading rates of up to 1,200 tonnes per 
hour for various types of grain, and woodchips. The Grain Elevators 
Board controls shore-based grain handling. 

The transit sheds on Berths No. 1 and 2 can be used when the loaders 
are in operation. 

Note: As there is only one conveyor belt, grain can only be loaded at 
Berth No. 1 or Berth No. 2 at one time. 

Berth No. 5: The guaranteed depth alongside is 12.2 m. Maximum draft 
is 11.6 m. Departure draft may be increased to 12.5 m. with tide on 
written application to the Harbour Master. Length of the berth is 240 m. 
It is a heavy duty cargo berth located along the East side of No. 2 Quay. 
The berth currently handles aluminium ingots, general cargo, 
containerised cargo, livestock and bulk tallow. It also has the capacity 
to handle fully integrated container and Ro/Ro traffic. No. 5 Transit Shed 
is located nearby. 

Berth No. 6: Guaranteed depth alongside is 11.5 m. Maximum draft is 
11.0 m. Length of the berth is 228.6 m. 

Berth No. 6 is at right angles to K.S.Anderson Wharf and 137 m. to 
the West. The berth is designed for the handling of bulk cargoes but, 
as with Berth No. 5, it is also used for the handling of general cargo as 
well as livestock. 

The concrete apron is 21m. wide, backed by a stacking area of 

24.5 m.x 152 m. 
Special Purpose Bulk Berth: The guaranteed depth alongside is 12.5 m. 
Maximum draft is 12.2 m. Length of the berth is 203 m. The berth was 
constructed to service the import shipping requirements of Portland 
Aluminium. 

The Special Purpose Bulk Berth is located on the Main Breakwater, 
198 m. North of K.S.Anderson Wharf. 

S.L.Patterson Tanker Berth: The S.L.Patterson Tanker Berth is situated 
on the Lee Breakwater, approximately 457 m. from the seaward end of 
the Breakwater. 

The berth is 76 m. long and designed for vessels up to 38,000 tonnes 
deadweight. Guaranteed depth alongside is 11.0 m. at low water. 
Maximum permissible draft is 10.5 m. 

S.L.Patterson Berth may also be utilised as a loading berth for stores, 
a fitting out or repair berth, or for undertaking surveys. 

Trawler Berth: Located adjacent to the Port of Portland Authority 
Slipway. Berthage for 8 trawlers, plus 3 berths reserved for fitting out 
and repairs to vessels are available. 

The causeway length is 260 m. Maximum depth alongside is 5.0 m. 
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Permissible Loadings on Berths: 

Berth No. 1 — Wharf Structure Axle Load — 14.0 tonnes or 2,500 kg./sq.m. 

Berth No. 2 — Wharf Structure Axle Load — 14.0 tonnes or 2,500 kg./sq.m. 

Berth No. 2 — Transit Shed Axle Load — 5.0 tonnes or 5,000 kg./sq.m. 

Berth No. 6 — Wharf Structure Axle Load — 20.0 tonnes or 3,400 kg./sq.m. 

Tanker Berth — Wharf Structure Axle Load — 12.0 tonnes or 1,250 kg./sq.m. 

Berth No. 5 — Wharf Structure Axle Load — 52.0 tonnes or 6,200 kg./sq.m. 

Special Purpose Bulk Berth Axle Load — 52.0 tonnes or 3,000 kg./sq.m. 

Roadways Axle Load — Road Traffic Authority Regulations apply. 
Weighbridge to 50 tonnes. 

Further details are available upon request to the General Manager, 
who will assist with advice on any special requirements. 

CRANES: No shore crane facilities available in any berths and ships 
are required to use their own gear for cargo operations. A wide variety 
of mobile cranes are available for hire locally. 24 hour notice of 
requirements is advisable. 

BULK CARGO FACILITIES: Bulk Grain Terminal: Owned and operated 
by the Grain Elevators Board — Victoria, giving a total storage capacity 
for grain and woodchips of 180,000 tonnes. 

Main Silo: Storage capacity 60,000 tonnes. 24 cylindrical bins, each of 
2,800 cu.m. capacity. Ten star bins, each of 730 cu.m. capacity. 
Horizontal Stores: Two stores with a total capacity of approximately 
120,000 tonnes, linked with grain terminal and ship loading facilities. 
Ship Loaders: Length 16.8 m., width 3.7 m., height 27.4 m. 
STEVEDORES: The Port of Portland has currently 14 registered 
waterside workers plus a substantial supplementary labour pool 
available for shipping requirements. 

The waterside workers in the port have an enviable reputation for 
speedy and efficient cargo handling. Hours of work are 0800 hrs. — 
1700 hrs., 1700 hrs. — 2300 hrs. and 0000 hrs. — 0700 hrs. Extended 
shifts can be worked to 1900 hrs. and 0100hrs. each day, by 
arrangement. 

MEDICAL: Medical, dental and optical services are available. Notice 
not necessary, but advisable if treatment required. Full hospital facilities 
available. Cholera vaccinations essential if ship comes from affected 
areas. International Certificates must be current. 

TANKERS: See “Berthing”. 

DENSITY: Salt 1025, generally at all tides. 

FRESH WATER: Obtainable in unlimited quantities at a loading rate of 
up to 90 t.p.h. at K.S.A. Berths and 200 t.p.h. at Berths No. 5 and 6. 
FUEL: By road to all berths. 

REPAIRS: There are a number of firms which undertake ship repairs. 

John Beever (Australia) Pty. Ltd. Tel: (055) 232235. 

Lewmarine Pty. Ltd. Tel: (055) 231455. Telex: Lewmar AA 35886. 

Price Engineering Pty. Ltd. Tel: (055) 232091. Telex: Prince AA 55687. 
Fax: (055) 231389. 

GANGWAY/DECK WATCHMEN: Watchmen required, undertaken by 
member of crew. 

OPENING/CLOSING HATCHES: By arrangement between ship's 
Agent and stevedore. 

CERTIFICATES: Health, Derat, Load Line, Ship's Register, Articles. 
Also see “Melbourne”. 

CUSTOMS ALLOWANCES: According to local Customs Department 
(1992) one litre alcohol/200 cigarettes or 0.5 Ib. cigars or 0.5 Ib. tobacco 
every 7 days to 10 days when in port. 

CARGO GEAR: As no shore cranes available alongside any berths, 
ship's gear is required for loading or discharging of general cargo (See 
“Cranes"’). Bulk grain loading facilities are available at KSA Berths No. 1 
and 2. Woodchip loading facilities are available at Berth No. 6 and KSA 
No. 1 Berth. 

REPATRIATION: Facilities exist for repatriation of crew. 

AIRPORT: A daily air service is maintained between Portland and 
Melbourne. 3 flights daily connecting with interstate/international services. 
TIME: GMT plus 10 hours (Australian Eastern Standard Time). Daylight 
saving is adopted, normally late October to early or mid-March (GMT 
plus 11 hours). 

HOLIDAYS: New Year's Day, Australia Day, Labour Day, Good Friday, 
Easter Saturday, Easter Monday, Easter Tuesday, Anzac Day, Queen's 
Birthday, Show Day, Christmas Day and Boxing Day. 

Waterside workers will perform cargo operations only by prior 
arrangement. Work performed on holidays subject to premium rates of 


pay. 
POLICE/AMBULANCE/FIRE: Police (055) 231999; Ambulance (055) 
231666; Fire Brigade (055) 232998; Hospital (055) 210333. 
TELEPHONES: Telephones are placed onboard every vessel. 


K.S.A. No. 1 018 527032 Berth No. 6 018 527034 
K.S.A. No. 2 055 231633 S.P.B. Berth 055 234804 
Berth No. 5 018 527033 S.L.Patterson 

Tanker Berth 055 231852 


SERVICES: Tank cleaning, dirty ballast, sludge and chemical waste 
disposal available, subject to nature and quantity. Compass adjusting, 
radio and radar repairs, nautical publications can be organised with prior 
notice. 

BANKS: Local branches: 

Australia and New Zealand Banking Group Ltd., 44 Percy Street. 
Tel: (055) 231588. 

Commonwealth Banking Corporation, Percy Street. Tel: (055) 231722. 

National Australia Bank Ltd., 64 Percy Street. Tel: (055) 232233. 

State Bank of Victoria, 73 Percy Street. Tel: (055) 233433. 

Westpac Banking Corporation, 62 Percy Street. Tel: (055) 231555. 
SHIP SUPPLY SERVICE: North Western Shipping & Towage 
Co.Pty.Ltd., P.O.Box 187, Portland, Victoria 3305. Tel: (055) 217253. 
Fax: (055) 217259. 

SHORE LEAVE: Crew members allowed ashore. 

IDENTITY CARDS: See “Melbourne”. 

GARBAGE DISPOSAL: Garbage drums are placed alongside by Port 
Authority personnel. Daily collections at 1000 hrs. Charges are levied 
according to the number of crew on board and duration of stay in port. 
For any queries, contact Harbour Master. 
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WASTE OIL DISPOSAL: Waste oil disposal service available, subject 
to the nature and quantity. Contact: Westvic Petroleum Services, 
P.O.Box 230, Portland, Victoria 3305. They will require prior notice and 
particulars of waste oil for disposal. 

SEAMAN‘S CLUBS: Missions to Seamen, 61 Cliff Street, Portland, 
Victoria 3305. Tel: (055) 232776. Facilities: Shop, currency exchange, 
international telephone service for seafarers, church service, postage 
facilities and indoor games available at the club. Mission warden visits 
every ship on arrival. 

CURRENCY: Hard currencies such as U.S. Dollars, Deutsche Mark, 
British Sterling and Japanese Yen could be exchanged at the local 
banks. Other currencies may be difficult to exchange. 

GENERAL: High freeboard and light draft vessels arriving to anchor, 
and/or for immediate inward pilotage must maintain full sea ballast 
condition until securely berthed. This also applies to vessels with large 
wind prone superstructures such as livestock carriers, woodchip vessels, 
etc. 

The dumping of large amounts of ballast water within port limits is 
only permitted when evidence can be produced that voluntary ballast 
exchange procedures have been complied with on the high seas. 

Immobilisation of main engines at the berth is only permitted upon 
written application to the Harbour Master. As a general rule, main engine 
propulsion systems should always be available at short notice. 
AUTHORITY: Port of Portland Authority, Barton Place, P.O.Box 292, 
Portland, Victoria 3305, Australia. Tel: (055) 250900. FAX: (055) 217488. 
Seagram code: “3P Portland’. Contact: Captain D. O'Donnell, Harbour 
Master, Tel: (055) 231077. Captain V. Vijayapalan, Assistant Harbour 
Master/Pilot, Tel: (055) 235255. 


AGENT: Patrick Sleigh Shipping Agencies Pty. Ltd., P.O.Box 133, 
77 Bentinck St., Portland, Victoria 3305. Tel: (055) 23 4011. 
Telex: 55865 PATSLE. Fax: (055) 23 5174. Seagram Code: 3PPATSLE. 


RAPID BAY, S.A.: 35.32 S. 138.12 E. 


The Port has not been used by commercial shipping since 1992. 
The bulk loading facilities have been de-commissioned. 


LOCATION: On Eastern shore of St. Vincent's Gulf about 55 sea miles 
South of Port Adelaide. 
PORT LIMITS: 1 mile radius of jetty head. 
DOCUMENTS: As for Port Adelaide if overseas entry. 
PILOTAGE: Pilotage not rompueon) Pilot available from Adelaide if 
required. Call “Rapid Bay” on VHF Channel 16 for clearance to berth. 
No launch for lines. Ample supply of heaving lines to be available on 
approaching berth — grappling hooks used from ashore. 
ANCHORAGES: In fair weather, anchor 1 mile due North of jetty head. 
In bad weather, best to anchor in Nepean Bay a alia Island). 
RESTRICTIONS: Daylight berthing only recommended. 
MAX. SIZE: LOA 165 m. Jetty 188 m. long, in 113° — 293° direction. 
HEALTH: Customs informed of ETA which is first port of call from 
overseas or if on overseas documents. 
RADIO: ETA cables should be by telegram to “Adelcem Adelaide S.A.” 
Tel: 08-490400. 
VHF: Channel 16 for calling. 
Channel 12 for relaying berthing and loading instructions, etc. 
Station not manned at all times. 
RADAR: Not available. 
TUGS: None available. 
BERTHING: Generally starboard side to as tide nearly always sets S.W. 
Prevailing wind S.W. — S.E. 
Max. draft 28 ft. MLWS. 
Fixed head loading boom. 
Vessel warps along wharf. 
Loading rate approx. 1,500 t.p.h. 
CRANES: None. 
BULK CARGO FACILITIES: “T” shaped jetty 1,600 ft. long. 
“T” shaped jetty 737 ft. long. 
Depth 28 ft. MLWS. 
Height of chute above water MLWS 10.2 m. 
Fixed chute extends 10.8 m. beyond jetty fender line. 
Maximum loading rate 1,500 t.p.h. 
Cargo — limestone. 
SPECIALISED CARGO HANDLING FACILITIES: None. 
STEVEDORES: None available. 
MEDICAL: Require notice on arrival or by telegram. No hospital 
available. Nearest at Victor Harbour. Nearest doctor at Yankalilla 
(16 miles from Rapid Bay). 
TANKERS: No facilities. 
DENSITY: 1030. 
FRESH WATER: Not available. 
FUEL: Not available. 
FIRE PRECAUTIONS: Normal precautions. 
CONSULS: None. 
REPAIRS: No facilities. 
DRY DOCKS: None. 
SURVEYORS: Lloyd's Surveyors and Agents available from Adelaide. 
GANGWAY/DECK WATCHMEN: None available. 
HATCHES: Controlled by crew. 
Pree ALLOWANCES: If first port of call, Customs will attend from 
elaide. 
CARGO GEAR: Loading by fixed boom on jetty head. 
REPATRIATION: No facilities. 
AIRPORT: Nearest airport at Adelaide approx. 60 miles from Rapid Bay. 
TIME: See “General” before first port. 
HOLIDAYS: All public holidays, however, loading crew can be arranged. 
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POLICE/AMBULANCE/FIRE: Police Tel: (085) 58.2014 (Yankalilla). 
Ambulance Tel: (085) 52.2111 (Yankalilla and Victor Harbour). Adelaide 
Brighton Cement Ltd. owned ambulance on site. Fire Tel: (085) 58.2000 
(Yankalilla). 

TELEPHONES: On shore only. 

SERVICES: None. 

SHORE LEAVE: At Master's discretion. 

IDENTIFICATION CARDS: Not required. 

REGULATIONS: Normal. 

AUTHORITY: Department of Marine and Harbours, P.O.Box 19, 
293 St. Vincent Street, Port Adelaide, South Australia 5015. Te/: (08) 
470611. Telex: AA 82525. FAX: 470605. Contact: Captain R. Buchanan, 
Director — Port and Marine Operations. Captain D. Malcolm, 
Senior Maritime Officer — Marine Safety. 

AGENT: Sub-agent of Patrick Sleigh Shipping Agencies Pty. Ltd, 
Adelaide. 


ROCKHAMPTON, (Port Alma) Queensland: 
23.24 S$. 150'33 E- (See Plan) 


DOCUMENTS: All documentation carried out by ship's Agents either in 
Rockhampton or at main Agent's office. Also see “Melbourne”. 
PILOTAGE: Agent notifies Pilot of ETA, and boarding time then 
determined by Pilot, taking into consideration circumstances prevailing. 

Pilot boards from a 15 m. white launch. Pilots can be contacted by 
VHF Channels 8, 12 and 16, or radio-telephone 2182 and 2760 kHz. 
Coastal and Reef Pilotage: Pilotage through the Inner Route of the Great 
Barrier Reef to Torres Strait is conducted by licensed pilots of the 
Queensland Coastal Pilot Service Pty.Ltd. and the Queensland Coast 
and Torres Strait Pilot Service. See “Torres Strait’ for details. 

Masters are advised that pilotage in the Inner Route and at 
Hydrographers Passage is compulsory. Pilotage in the Great North East 
Channel is recommended by IMO. See “Torres Strait’. 
ANCHORAGES: Anchorage for Port Alma is Timandra Buoy, 
pio 13 miles from Port. Vessels Cleared to enter may anchor 
at Sea Hill. 

RESTRICTIONS: Channel depth 7.3m. LWOST. Berth depth 9.5 m. 
py bi Keel clearance of 2 ft. required. Max. draft dependent on height 
of tide. 

HEALTH: Port Alma is a First Port of Entry for overseas vessels and 
full quarantine and customs facilities are available when required. There 
is a quarantine anchorage at Sea Hill Point on the approach channel. 

The Port is also a designated timber port, and facilities are available 
for the issue of Derat Certificates. Fumigation services for both ships 
and cargo are provided by private firms based at Rockhampton, and 
under the control of the Commonwealth Department of Health. 

VHF: Port Authority call sign: “Port Alma Wharves”, all usable channels. 
Listening watch on Channel 16 when vessel due at Fairway Buoy. 
TUGS: Tug assistance obtainable if required, from Port of Gladstone. 
BERTHING: Berth at Pilot's discretion after receiving advice from Agent 
as to ETA. Berths allocated by Port Manager. 

Berth No. 1: Berth has a concrete deck 18.5 m. wide and 169 m. long 
(554 ft.) constructed to take a superimposed nie ed of 5 cwt. per sq.ft. 
This berth is suitable for all —— cargo, including frozen meats and 
other meatworks products. There is a mooring dolphin situated 43 m. 
(140 ft.) North of this berth, which can safely accommodate mooring 
lines from vessels required to moor over the North end of the berth. 
Berth No. 2: Berth has a concrete deck 18.5 m. wide and is 122 m. long 
(400 ft.), constructed to take a superimposed weight of 7 cwt per sq.ft. 
This berth is suitable for all types of cargo including containers, 
explosives and ammonium nitrate and is equipped with a fixed leg crane 
with a S.W.L. of 25 tonnes. The pivot point of the crane is situated 22 m. 
(72 ft.) from the junction of Berths No. 1 and No. 2 and 7.3 m. (24 ft.) 
from the outside line of the berth fenders. The S.W.L. of 25 tonne is at 
radius of 33.5 m. (110 ft.) with the hook 24.3 m. (80 ft.) above the deck. 
There is a mooring dolphin situated 49 m. (160 ft.) South of this berth, 
which can safely accommodate mooring lines from vessels required to 
moor over the South end of the berth. 

This berth is in a continuous line with Berth No. 1, to provide 291 m. 

(954 ft.) of mooring space plus the above mentioned dolphins at either 
end. 
Berth No. 3: Berth consists of 4 berthing dolphins in line with No. 1 and 
2 Berths with mooring dolphins at both ends to give an overall length of 
238 m. (780 ft.). It is normal practice to place head lines on South end 
of No. 2 Berth from larger vessels using the dolphin berth. There is a 
distance of 49 m. (160 ft.) between the South end of Berth No. 2 and 
the mooring dolphin. All dolphins are of concrete construction. 

This berth is currently used for loading bulk salt and discharge of 
petroleum products. 

Dry Shed Storage: A store shed (45 m. x 10 m.) is provided adjacent 
to Berth No. 1 and is available to shippers by prior arrangement. It is of 
steel frame construction with non-flammable metal walls. The western 
wall has continuous sliding doors and at each end (i.e. North and South) 
there are double metal roller doors. A sliding metal door is situated at 
the centre of East wall giving an opening of 6 m. (20 ft.). 

Container Terminal: The Port Authority has a container terminal available 
for use subject to prior arrangements. This terminal is suitable for both 
dry cargo and refrigerated cargo containers. Concrete pads have been 
designed to take containers stacked 2 high and electrical hook up points 
are adjacent to each pad. 

The terminal is serviced by road, has full security fencing, flood lights 
for night operation, with office space and telephone. 

Equipment: The Port Authority has available 1 forklift truck of 3 tonne 
lift capacity. Stevedores also have one forklift truck. 


BULK HANDLING FACILITIES: The loading section of this facility is 
situated on Berthing Dolphin No. 2 and is in a fixed position, hence it is 
necessary to shift ship during loading operations. The unit is designed 
for a loading rate of 1,000 t.p.h. A weigh hopper is not provided and 
final tonnage loaded is responsibility of vessel's Loading Officer 
calculated by draft survey. 

A. Height from wharf deck to underside of loading boom in working 
position is 23 m. (75 ft.). 

B. Height from wharf deck to trimmer in retracted position is 16 m. 
(52 ft.). 

C. Maximum extension of telescopic chute and trimmer in working 
position is 21 m. (68 ft.). 

D. Maximum outreach of loading head is 16.5 m. (55 ft.). 

E. Trimmer can be rotated and trimmer belt can be raised or lowered 
at the direction of the Deck Officer in charge of loading 

hin berth deck is 6.4 m. (21 ft.) above water line at MLWOST. 
CRANES: A 25 ton crane (fixed leg) is available on Berth No. 2 to handle 
containers and other cargo. 
STEVEDORES: Agent advises stevedoring company of ETA. 
Requisitions to be lodged for labour before 1300 hrs. on previous day. 
No requisition can be lodged from 1300 hrs. Friday to 1300 hrs. Monday. 
MEDICAL: All medical requirements carried out by Agent. Hospital 
available 40 miles from Port Alma. 
TANKERS: Ampol Australia has a Terminal and bunkers can be 
arranged through ship's Agents. Petroleum products are discharged at 
Berth No. 3. 10 in. discharge lines. No slop facilities. 1 berth 32 ft. 
LWOST. 
Hazardous Cargo: The Port is authorised to handle exposives and other 
hazardous car. Fire protection service. 
FRESH WATER: Fresh water available by road transport only, 
necessitating road haul of 69 km. 
FUEL: Fuel oil and other bunkers can be arranged by road tankers from 
fuel terminals situated in Port Alma. Contact ship’s Agent in advance. 
FIRE PRECAUTIONS: Rockhampton Port Authority can provide fire 
prevention and detection services. Fire pumps and hoses available. 
CONSULS: See “Brisbane”. 
REPAIRS: Minor repairs only. 
GANGWAY/DECK WATCHMEN: Crew. 
OPENING/CLOSING HATCHES: Crew. 
CUSTOMS ALLOWANCES: Under supervision of Australian Customs. 
CARGO GEAR: As per the Navigation Act. See “Melbourne”. 
REPATRIATION: Facilities available. 
AIRPORT: Regular services 43 miles from Port Area. 
TIME: See “General” before first port. 
HOLIDAYS: Christmas Day, Good Friday, April 25th and Waterside 
Workers’ Picnic Day 
POLICE/FIRE/ AMBULANCE: Tel. No. 000. 40 miles distance. 
TELEPHONES: No provisions for placing telephone on board ship. 
Public telephone on Wharf 
IDENTIFICATION CARDS: See “Melbourne”. 
GARBAGE DISPOSAL: Service provided at Berths No.i and 2 with 
drums placed on wharf. Collection is at 0730 hrs. daily. 

At Berth No.3 by prior arrangement only. 

WASTE OIL DISPOSAL: No service available. 

SEAMAN’S CLUBS: None. 

GENERAL: The Port is serviced by both road and rail and land is 
available if required by Shippers subject to negotiation. 

The Port Authority has fire fighting equipment to meet requirements 

for handling hazardous type cargo and provides linesmen and line 
Launch for mooring of vessels. 
AUTHORITY: Rockhampton Port Authority. P.O.Box 9, Rockhampton, 
Queensland 4700. Tel: (079) 272133. FAX: (079) 226096, Port Office 
(079) 346928. Contact: C.R. Munro, Port Manager. Tel: (079) 346931 
(Port Office); (079) 346103 (after hours); 018799386 (mobile). 
P.R. Black, Chief Executive Officer, (079) 284795 (after hours); 
018791839 (mobile). 


AGENT: See “Gladstone”. 


SALADIN MARINE TERMINAL, W.A.: 21.24 S. 115.03 W. 
(See Plan) 


LOCATION: The Saladin Marine Terminal is located to the North East 
of Thevenard Island, Western Australia. The moorings are located 3.5 
nautical miles offshore at Latitude 21° 24.3’ S., Longitude 115° 02.8’ E 
Refer to the current hydrographic chart AUS-743 for further 
information. 
Qrval Position: The Arrival Position is 2.0 miles West of the Saladin 
uoy. 
APPROACHES: The approach channel to the Marine Terminal is 
marked by navigation buoys, fitted with lights and radar reflectors. 
Warning: Tankers should not navigate outside the designated approach 
channel as areas outside the channel have been incompletely surveyed. 
Saladin Marine Terminal Approach Channel: 


Name/Number Buoy Top 
Position Colour Mark Light 

“Saladin” Yellow with 2 Triangles Q (9) 15 sec. 
(West Cardinal) broad black Apex to Apex 
Lat. 21° 23.9’ S. band 
Long. 114° 55.5’ E. 
1. (Starboard) Green Triangle FI.G (2) 5 sec. 
Lat. 21° 24.0’ S. Apex up 


Long. 114° 56.4’ E. 


AUSTRALIA 


Name/Number Buoy Top 
Position Colour Mark Light 

2. (Terminal) Red Square FI.R (2) 5 sec. 
Lat. 21° 23.8’ S. 
Long. 114° 56.3’ E. 
3. (Starboard) Green Triangle FI.G (3) 8 sec. 
Lat. 21° 23.2’ S. Apex up 
Long. 114° 57.8’ E. 
5. (Starboard) Green Triangle FI.G (4) 10 sec. 
Lat. 21° 22.5’ S. Apex up 
Long. 114° 58.6’ E. 
7. (Starboard) Green Triangle 1Q G (2) 10 sec. 
Lat. 21° 21.9’ S. Apex up 
Long. 114° 59.7’ E. 
9. (Starboard) Green Triangle 1Q G (3) 10 sec. 
Lat. 21° 21.8’ S. Apex up 
Long. 115° 00.3’ E. 
11. (Starboard) Green Triangle Q G (4) 6 sec. 
Lat. 21° 21.8’ S. Apex up 
Long. 115° 00.7’ E. 
15. (Starboard) Green Triangle Q G (5) 10 sec. 
Lat. 21° 22.6’ S. Apex up 


Long. 115° 01.8’ E. 


etree S: Cargo Documentation and Inspection: 

. Documents, such as the Bill of Lading, Quality Certificate, Quantity 
Certificate, Time Loading Report, Certi icate of Origin, Cargo Manifest 
and Master's Receipt for Documents/Samples, etc., will be prepared 
at the Marine Terminal. When the tanker has been loaded, the 
documents will be completed onboard the tanker for the Master's 
signature. 

2. Immediately upon completion of loading, the official Bill of Lading 
quantity will be relayed to the Pilot/Mooring Master by radio. In the 
event of a dispute, the tanker will be requested to recheck the 
measurement and calcuations of the quantity, but the Pilot/Mooring 
Master will not witness such measurement and calculations. After 
both tanker and Terminal figures have been verified, should an 
appreciable difference still exist, receipt of a Letter of Protest will be 
acknowledged by the Pilot/Mooring Master. 

3. Letters of Protest, if any, should be handed to the Pilot/Mooring 
Master for onward delivery to WAPET. The Mooring Master will 
acknowledge receipt of the Letter of Protest only, and is not 
authorised to approve such letters or otherwise. 

4. From time to time Owners, Charterers, consignees, or other 
interested parties, may appoint third party inspectors to survey the 
loading operation on their behalf. Any delays caused by such 
inspectors shall be considered delays caused by the tanker. 

5. The Pilot/Mooring Master shall keep an Operations Log in the form 
contained in Schedule H of the times of all operations, delays, 
quantities loaded, ballast discharged and arrival and departure drafts. 

6. Prior to the disembarkation of the Pilot/Mooring Master, the Tanker 
Master shall sight and verify the times and details contained in the 
Operations Log, sign the log in the space provided and affix the 
tankers’ official stamp thereto. 

7. Should the Master so require, the Pilot/Mooring Master will sight, 
verify and sign the tanker's Record of Operations prior to his 
disembarkation. 


PILOTAGE: The Pilot/Mooring Master will board at the Arrival Position 
which is 2 nautical miles West of Saladin Buoy. Tankers should have 
their port crane/derrick ready to lift the hose connection equipment 
onboard. 

Pilot Boarding: The pilot ladder shall be available to the Pilot/Mooring 
Master and be kept at a proper height for his safe use for boarding and 
disembarkation. When the distance from the water to the deck exceeds 
9.0 m., the pilot ladder shall be rigged with the accommodation ladder 
or an approved mechanical pilot boarding appliance used. The tanker 
shall provide an adequate lee for embarking and disembarking the Pilot/ 
Mooring Master. 

The hose connection equipment is contained in two large aluminium 
boxes which should be lifted onboard at the Arrival Position and landed 
just forward of the port manifold. 

Pilot/Mooring Master: 

WAPET shall provide a Pilot/Mooring Master to: 

(a) Assist in piloting the tanker in and out of the moorings, 

(b) advise on connecting and disconnecting the loading hose and 

(c) advise on matters concerning the safety of the tanker and 
Terminal facilities. 
Accommodation for WAPET Personnel: The tanker shall provide 
victualling and accommodation for the Pilot/Mooring Master and up to 
2 WAPET personnel and victualling for the crew of the mooring vessel. 


RESTRICTIONS: Berthing: Unless otherwise approved by the Pilot/ 
Mooring Master, berthing shall take place: 

(a) During high or low water slack tides. 

(b) When sustained wind speeds at the Terminal do not exceed 
15 knots. 

(c) Provided there is no strong wind or strong wind warning in force 
for the Terminal area. 

(d) When there is no tropical cyclone, or tropical depression which is 
likely to develop into a cyclone, within 400 nautical miles of the 
Terminal, or likely to pass within that range within 24 hours of the 
tanker berthing. 

(e) In daylight. 

Note: In order to berth during slack tides, the tanker must be at the 
Arrival Position at least 3 hours before the slack tide. A tanker arriving 
after this time may be requested to await suitable tide conditions. 

Masters are warned that anchor holding ground is poor throughout 
the area. 
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Unberthing: Unless otherwise directed by the Pilot/Mooring Master, the 

tanker shall unberth: 

(a) during the FLOOD tide after completion of loading; or 

(b) after consultation with the Master, when there are strong winds at 
the Terminal area or a strong wind warning has been issued for 
the area; 

(c) in daylight (unless the tanker is equipped with adequate search 
lights to enable night unberthing). 

Arrival Condition: The tanker shall arrive ballasted to at least one quarter 

of its Summer deadweight tonnage, with propeller (and bow thruster if 

fitted) submerged, unless directed to carry more ballast by the Pilot/ 

Mooring Master during adverse weather. Tankers should have a stern 

trim of less than 4.0 m. 

Searchlights: To permit berthing and unberthing during darkness, the 

tanker shall be equipped with a searchlight with a minimum diameter of 

300 mm. fitted to each port and starboard bridge wing to provide a wide 

scanning range. 

Tidal Berthing: Berthing and unberthing at the Marine Terminal shall 

take place during slack water unless otherwise approved by the Pilot/ 

Mooring Master. 

Generally berthing will take place at low water slack tide or high water 
slack tide, to avoid the period of strongest tidal stream in the middle of 
the flood tide. 

The direction of the tidal stream is approximately 120° on flood and 
300° on ebb and attains a rate of 1.3 knots at springs. 

MAX. SIZE: The Marine Terminal is restricted to tankers which nave: 

(a) A loaded displacement of between 40,000 tonnes and 180,000 
tonnes, 

(b) a maximum beam of 47 m. and 

(c) amaximum slab side area of 6,384 sq.m., being the product of the 
overall length and moulded depth. 

Minimum Water Depth/Underkeel Clearance: The minimum water depth 

in the vicinity of the berth and in the approach channel is 15.60 m. 

LAT (Lowest Astronomical Tide) Thevenard. A copy of the latest 

hydrographic certificate of the depth of the water is available from the 

Pilot/Mooring Master on request. 

To provide a safety margin, should sailing be delayed for any reason, 
the following underkeel clearances shall be maintained at all times, up 
to and including low water, following the tanker’s projected sailing time: 

(a) During the period to 6 hours before the expected completion of 
loading, an underkeel clearance of 3.0 m. shall be maintained. 

(b) Six hours before the expected completion of loading, WAPET will 
advise the Master of the sailing underkeel clearance in accordance 
with the swell type running at the fairway entrance at that time. A 
transmitting wave rider buoy is installed at the fairway entrance to 
monitor the swell conditions. Sailing underkeel clearance is related 
to the low water following the tanker's projected sailing time. 
Swell Type A: Swell up to 0.32 m. Underkeel clearance 1.8 m. 
Swell Type B: Swell from 0.32 m. — 0.72 m. Underkeel clearance 
2.8m. 

(c) When a swell in excess of 0.72 m. is detected during the loading 
of a tanker which would under normal circumstances sail on 
minimum underkeel clearance, loading will be suspended and the 
tanker may be unberthed to await more favourable weather 
conditions. 

RADIO: Initial Message: All incoming tankers must advise the Saladin 

Marine Terminal of their ETA not less than 96 hours before arrival, and 

thereafter at intervals of 48 hours, 24 hours and 12 hours before arrival 

at the Arrival Position. Should the expected ETA change by more than 

1 hour following the 12 hour arrival notice, the incoming tanker must 

promptly notify the Terminal of the new arrival time. 

Time to be used for ETA is local time, which is UTC plus 8 hours 
throughout the year. 

The first message should also include: 

(a) Name and nationality of tanker, radio call sign and INMARSAT 
telephone number. 

(b) Cargo requirements. 

(c) Deballasting time, if not concurrent with loading. 

(d) Maximum loading rate. 

(e) Arrival draft, fore and aft. 

(f) Distance in metres from the bow to the tanker’s loading manifold. 

(g) Distance in metres from the bridge conning position to the bow. 

(h) Details of the quantity and condition of ballast. 

(i) Confirmation that the Inert Gas System is tested and working, and 
that all cargo tanks are at or below 8% oxygen level (tanks will be 
inspected before cereal 

(j) Confirmation of the capability to carry out closed system loading. 

(k) The Master's full name for the preparation of Bills of Lading. 

(Il) Last port of call. 

(m) Confirmation that the tanker has a clean Bill of Health (if there is 
any sickness on board, the message must give all available 
information as to the possible type of sickness). 

(n) Advice of voltage of power supply and type of outlet socket (i.e. 
British, European, Japanese, etc.). 

(0) Number of shackles (shots) of anchor cable on each anchor. 

(p) Number and location of mooring wires and winches. 

(q) Number and location of synthetic mooring lines on winches. 

(r) Number and location of mooring bitts. 

(s) Is the manifold arrangement, including rigging equipment, in 
compliance with OCIMF recommendations? 

(t) Is vessel equipped with a crane or derrick and in what position? 

u) SWL of crane or derrick. 

These ETA ere C8 shall be sent to each of the following centres: 
Barrow Island (office hours or by arrangement). 


Telephone 091 843700 

Telex AA 99125 

Facsimile 091 843799 
Perth (all hours). 

Telephone 09 2636000 

Telex AA 92008 

Facsimile 09 2636699 
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Thevenard Island (Saladin Marine Terminal) (Office hours or by 
arrangement). 


Telephone 091 843800 
Telex AA 198231 
Facsimile 091 843899 


Notice of Readiness: 

Subject to any agreement between the Owner and the vendor of the 
crude oil to be lifted, provided WAPET is supplied with a copy of that 
agreement not less than 5 days before the ETA, Notice of Readiness 
will be accepted when the tanker is all fast in the berth (i.e. when all 
mooring lines, preventer lines and swamped moorings are made fast). 
VHF: Communications with Pilot/Mooring Master: 

1. Approaching the Terminal: Tankers shall listen to VHF Channel 16 
when within 100 nautical miles of the Terminal. 

The Pilot/Mooring Master can be contacted during daylight working 
hours or at other times by prior arrangement on the following 
international maritime VHF frequencies, call sign “Saladin Terminal” 
Channel 16 — 156.8MHz. — Safety and Calling; Channel 14 
(156.6 MHz.) — working channel. 

2. During Berthing and Loading: WAPET will provide portable UHF 
radios for communications between the tanker and the Terminal onshore 
control room during berthing, loading and unberthing. 

Channels used are: 

Channel 1 469.775 MHz. Channel 2 469.800 MHz. 
TUGS: Mooring Vessels: WAPET shall provide 2 vessels to assist in 
mooring tankers at the Saladin Marine Terminal. 

“Mary Anne Tide”, a 43 tonne bollard pull (3,200 b.h.p.) omni- 
directional vessel, is used on a tow line from its bow to the tanker's stern 
when berthing. It will be positioned as near to the centre line as possible. 
“Mary Anne Tide” will stand-by throughout the loading and will assist in 
unberthing. The vessel is equipped for fire-fighting. 

“Stirling Osprey”, a 19.3 m. long utility vessel, whose hull is painted 
international orange, will deliver the Pilot/Mooring Master and if 
necessary, additional WAPET personnel, Agent, Customs and Cargo 
Surveyors to the tanker. “Stirling Osprey” will run mooring lines during 
berthing, and stand-by throughout the loading. 

Tankers should be ready to receive 2 large aluminium boxes from the 
“Stirling Osprey”, containing hose connection equipment, at the time 
the Pilot boards. These boxes will be lifted onboard the tanker using the 
port crane or derrick. 

BERTHING: Order of Berthing: Tankers will normally berth in the order 
of arrival, but due regard will also be given to nominated date ranges, 
and such other matters as WAPET deems relevant to a fair and 
necessary berthing order. 

MOORING EQUIPMENT: The tanker shall be equipped with mooring 
equipment which complies with the minimum specifications described 
below. 

Mooring Winches: The mooring winches shall: 

(a) Be power operated and capable of warping the tanker, 

(b) have a mooring line permanently attached, 

(c) be copanie of making fast mooring lines by securing brake on 

winch, 

(d) have warping drums capable of handling preventer lines and 

swamped mooring lines, 

(e) if equipped with constant tension devices, have these devices 

disconnected and the brake fully applied, 
(f) number at least 8 and be located: 
(i) Poop deck — four, 
(ii) fo’c’s'le head — one each port and starboard, located in such 
a position that the port and starboard swamp mooring lines 
may be hove in and made fast to adjacent mooring bitts. (A 
single winch in this position, located so that ropes may be 
similarly handled from either side may be aceptable), and 
(iii) aft main deck — one each port and starboard. Tankers fitted 
with only one winch in the aft main deck area will be accepted 
provided a line can be deployed mechanically from that winch 
to each beam. On tankers fitted with only one winch where 
only one of the two lines can be handled (hauled or veered) 
at once, berthing may be delayed in marginal weather. A 
tanker will not be accepted where only one mechanical line 
can be deployed and the other would be handled by hand. 
Mooring Bitts: The tanker shall have at least 8 sets of mooring bitts. 
Each set shall be of a size and be located near a mooring winch to 
enable making fast the preventer lines or the swamped mooring lines 
as the case may be. 
Mooring Lines: 

(a) The mooring line on each mooring winch shall have a minimum 
breaking strain (MBL) of 80 tonnes. Tankers with mooring lines 
with a MBL of less than 80 tonnes will be accepted at the discretion 
of WAPET. Tankers with mooring lines of less than 80 tonnes MBL 
may be subject to greater than normal delays awaiting berthing in 
marginal weather conditions. 

(b) Each mooring line shall have a minimum length of 220 m. 

(c) Each mooring line, if wire, shall have a fibre tail (attached to each 
wire) of at least 10 m. with strength equivalent to the wire line, plus 
25%. Prior to arrival, fibre tails should be carefully inspected for 
damage and any suspect tails replaced. 

Bow Anchors: The anchors shall: 

(a) Be located on each port and starboard bow, 

(b) have a minimum of 10 shackles of chain in tankers up to 50,000 
tonnes load displacement and a minimum of 12 shackles in tankers 
over 50,000 tonnes load displacement and 

(c) comply with a Classification Society recognised by the Australian 
Department of Transport and Communications. 

Moorings: An 8 point mooring system consisting of 6 mooring buoys 
and 2 swamped moorings are installed in the berth layout. (See “Plan’”). 
Preventer Lines: Preventer lines are permanently connected to each 
mooring buoy, by 4 m. of 56 mm. U2 stud linked chain. The preventer 
lines and swamped mooring lines are constructed as follows: 

(a) 76m. of 52 mm. wire rope 


(b) 76 m. of 88 mm. polyester superline 
(c) 47 m. of 26 mm. FSWR and 
(d) 30 m. tail of 32 mm. polyester. 

Each of the preventer lines and swamped feet lines are to be 
hove onboard with a messenger of at least 24 mm. diameter supplied 
by the Terminal to the warping drum of the mooring winch, then made 
fast to the bitts, being stoppered off, using the “Chinese” or “West 
Country” method. 

WAPET will provide stoppers for making fast the preventer lines and 
swamped mooring lines to the tanker’s mooring bitts. 

Submarine Anchor Trenches: Two areas, 140 m.x 160 m. have been 
prepared to receive the tanker's anchors. These areas have trenches 
cut into them to provide a holding ground for the tanker'’s anchors. The 
bottom is solid rock outside these area, with a sparse covering of sand. 


MOORING OPERATIONS/PROCEDURE: 

General: 

(i) Pilot/Mooring Master: The Pilot/Mooring Master will board incoming 
tankers at the Arrival Position. The Pilot/Mooring Master will advise 
the Master on approach to the berth, mooring and unmooring, 
connecting and disconnecting hoses, and all other operations within 
the Terminal area, including all manoeuvring of the tanker. The 
Master, or one of his qualified deck officers, must be on the bridge 
at all times while the tanker is being manoeuvred. 

(ii) Mooring Vessel: WAPET will provide mooring vessels and crew to 

handle the tankers mooring lines to the buoys and bring the 
preventer lines and swamped mooring lines to the tanker, and to 
assist in berthing and unberthing. The mooring vessels will stand- 
by during loading and unmoor the tanker on completion. 
The mooring vessels shall be under the direct control and 
supervision of the Pilot/Mooring Master. Any service and/or facilities 
provided by WAPET including, but not limited to, the services of a 
Pilot/Mooring Master, mooring vessels and their crews, or mooring 
and loading equipment, shall be at the tanker’s sole risk. 

Tanker Mooring Procedure: 

(i) The Saladin Marine Terminal is approached through a 10 mile 
channel, marked by spar buoys. 

(ii) After passing Buoy No. 15, a course is shaped to proceed to a 
position between 1.5 and 1.7 miles from the moorings. Course is 
altered to starboard to make a final approach to the moorings on 
a base course of 210° (T), on a predetermined transit with the lead 
(range) spar buoys and the rear lead (range) mark on Thevenard 
Island. 

(iii) The mooring is a conventional buoy mooring, with 6 mooring buoys 
and 2 swamped mooring lines. The swamped mooring lines are at 
the port and starboard shoulders. These swamped mooring lines 
lie on the sea bed when not in use, well clear of the manoeuvring 
area. The mooring buoys and swamped mooring lines are 
connected by 176m. of 90mm. and 76m. anchor cable, to 
914mm. diameter anchor piles driven 14.0 m. into the bed rock. 
Two areas, 140 m. x 160 m. have been prepared to receive the 
tanker's anchors. These areas have trenches 6.0 m. wide, 2.0 m. 
deep and 140 m. long at 20 m. intervals, cut into them to provide 
a holding ground for the tanker’s anchors. The bottom is solid rock 
outside these areas, with a sparse covering of sand. 

(iv) An open running moor is carried out, dropping the starboard anchor 

first, running ahead and paying out between 9 and 11 shackles 

(shots) of cable depending on the tanker's size. When the tanker 

is in the correct position to drop the second anchor, the port anchor 

is let go. The starboard cable is put into gear and the cable weighed 
as the tanker is manoeuvred astern into the berth, whilst the port 
anchor cable is paid out. 

Whilst working the anchors, as much information as possible should 

be passed by the officer-in-charge of the foc’sle to the bridge to 

the Pilot/Mooring Master. The amount of cable paid out, the 
direction the cable grows in and the weight on the cable, are vital 
information for the Pilot/Mooring Master. 

(vi) Berthing assistance is rendered by 2 mooring vessels. As the 
tanker manoeuvres astern, the windward beam tanker mooring 
rope/wire, at the aft end of the main deck, will be sent away to the 
windward buoy. The tanker’s own mooring lines will be deployed 
as the weather dictates, and together with the tanker's anchors will 
be used to position the tanker in the berth. 

(vii) Once the tanker is in position and all the tanker's lines are fast, a 
mooring vessel will pick up the preventer lines in sequence and 
tow them alongside the tanker. The tanker should provide a heavy 
messenger with which to heave the preventer lines onboard. The 
first part of the preventer line to come onboard is the preventer tail 
which is 39 m. x 32 mm. of hawser laid polyester rope. This soft 
line is connected by a shackle to 48 m. of 26 mm. steel wire rope, 
which is in turn connected by a 40 mm. snotter to the 88 mm. 
polyester superline, which is made fast onboard. 

(viii) The superline should be hove as tight as possible, stoppered off 
using the polyester stoppers supplied by WAPET and made fast 
to the tanker’s bitts. It is important that the preventer lines and 
swamped mooring lines are made fast in this way. Winding onto 
the tanker's winches is not permitted. 

(ix) The port and starboard swamped mooring lines will be the last lines 

to be picked up in a similar way to the preventer lines. 

The tanker is not considered all fast in the berth until all the 

preventer lines and swamped mooring lines are made fast as 

required by the Pilot/Mooring Master. 

(xi) Once the tanker is all fast, a mooring vessel will tow the hose 
marker buoy alongside and the Pilot/Mooring Master will advise 
the tanker’s crew on the connection of the loading hose. A 
responsible officer and sufficient members of the tankers crew 
should be available at the manifold to carry out this operation. 

(xii) Emergency towing-off wires of adequate strength shall be made 
fast to bollards on the tanker, forward, and the eye run out and 
maintained at or about the waterline. 
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HOSES: Crane/Derrick: The tanker shall have a crane or derrick on the 
port side with a minimum SWL of 10 tonnes. Arrangements for lifting 
and securing hose must comply with the Oil Companies International 
Marine Forum (OCIMF) recommendations. 

Hose Connection: 

1. Upon completion of the mooring operations, the loading hose will be 
connected to the tanker’s port manifold. The hose connection will be 
made by the tanker’s crew who must be under the supervision of a 
responsible deck officer. The Pilot/Mooring Master will advise on the 
correct procedures to be adopted. 

2. The crane/derrick rigged on the port side will be used to hoist the 
loading hose and assist in its connection to the port manifold. The 
crane/derrick will be used during loading to suspend and take the 
weight of the loading hose. 

3. When the loading hose is hung-off at the tanker's rail, and lowered 
to manifold level, the blank flange on the end of the hose shall be 
removed and the loading hose bolted to the tanker'’s manifold. A 
pressure gauge is provided at the top of the spool and a drain line 
at the bottom of the spool. 

4. The propeller shall not be turned over with the main engine while the 
loading hose is connected, or after it has been disconnected without 
first notifying the Pilot/Mooring Master. 

Personnel: The tanker shall provide competent personel to perform, 

supervise and approve all work to connect and disconnect the loading 

hose. 

Manifold Specification: The tanker's manifold shall be capable of being 

bolted to the 12 in. USAS pt 4 of the loading hose and comply with 

the OCIMF Standards for Oil Tanker Manifolds and Associated 

Equipment. 

Fittings and Connections Available at the Marine Terminal: WAPET will 

make available the following fittings to connect the loading hose to the 

tanker's manifold: 

(a) 300 mm. to 300 mm. 150 USAS drain spool, with 25 npt and 15 npt 
spigots for drain line and pressure ne ed with a slipping flange at 
its outboard end to ease loading hose bolt alignment; 

(b) hanging-off connecting chain and specially modified “Blake 
Stopper” for use with loading hose; 

(c) nylon straps and associated slings to suspend loading hose from 
tanker's crane/derrick runner; and 

(d) flange gaskets and grease. 

Also see “Loading”. 

LOADING: Throughout the loading operation, a responsible deck officer 

shall be in charge of operations, either on deck, or in the cargo control- 

room. In addition, an efficient deck watch in constant contact with the 
cargo control-room must be maintained at all times. 

Loading rates can be reduced on request at any time. Except in an 
emergency, 10 minutes notice should be given to the Pilot when rate 
reduction is required. 

Valves must not be closed against the oil flow without permission 
from the Terminal. Part or full closure of valves during loading is 
extremely dangerous and can cause extensive damage to equipment. 
Crude Oil Handling Facilities — Onshore: 

The onshore storage and pumping facilities include: 

(a) 3 < 350,000 bbl. (55,618 kilolitre) floating roof tanks; 

(b) 2gas turbine centrifugal propa pumps rated to deliver up to 22,600 
bbis. (3,600 cu.m.) per hour of Saladin Crude Oil; and 

(c) associated control and monitoring equipment. 

Crude Oil Handling Facilities — Marine: 

The submarine pipeline is comprised of the following 2 sections: 

(a) Linking the shorebase facilites on Thevenard Island to the Marine 

Terminal is 6,426 m. of 584mm. x 12.7 mm. steel pipeline, the 
seaward end of which is marked with a spar buoy. 
At the seaward end of the pipeline described in (a) inate is a flexible 
rubber hose measuring 75 m. of 400 mm. and 9 m. of 300 mm. tail/ 
rail hose (which flexible rail/tail hose is referred to in these 
Regulations as the “Loading Hose’). The “Tanker” end of the tail/ 
rail hose is fitted with a 300 mm. (12 in.) locking butterfly valve. 
The seaward end of the loading hose is marked with a yellow 
conical buoy. 
The tanker's manifold shall be in compliance with the Oil 
Companies International Maritime Forum (OCIMF), Standards for 
Oil Tanker Manifolds and Associated Equipment, and _ its 
presentation flange shall be equipped with a 300 mm. (12 in.) ANSI 
Class 150 flange. 
Commencement Checks: The submarine pipeline is left full of crude oil 
between tanker loadings. When all hose connections have been made 
and approved, and safety checks outlined in the International Safety 
Guide for Oil Tankers and Terminals have been completed, the butterfly 
valve on the loading hose is opened. The butterfly valve on the loading 
hose will be bolted in the open position before loading commences and 
should be checked frequently during the course of loading. 
Tanker Loading: Tankers loading at the Marine Terminal must comply 
with the latest SOLAS and MARPOL Conventions and Protocols. 
Tankers found to be deficient or substandard in safety requirements will 
not be permitted to moor and load. 
Loading Commencement: The tanker's manifold is opened and crude 
oil shall be loaded by gravity. Once checks for flow have been completed 
on the tanker, the Pilot/Mooring Master will be advised to start the loading 
pumps. 
Inert Gas System: The cargo tanks will be checked on arrival to verify 
that they are inerted to 8% oxygen or less by volume and pressurised 
as required by existing regulations. Vessels with tanks not properly 
inerted and/or with an inoperative Inert Gas System will be rejected. In 
the event of failure of the Inert Gas System during tanker loading/ 
deballasting operations, or if the tank atmosphere exceeds 8% oxygen, 
cargo/ballast operations will be stopped, and if the deficiency is not 
promptly corrected, the tanker will be removed from the berth. 

Warning Against Back Pressure: The submarine pipeline and loading 

hose may be damaged if subjected to sudden increases in pressure. 

Back pressure on the loading hose at the tanker's rail must not exceed 
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700 Kpa./100 p.s.i. To avoid damage to the loading equipment the tanker 

shall ensure that the following precautions are taken. 

(a) The flow of crude oil shall not be shut off by closing the tanker’s 
valve or the butterfly valve on the tail/rail hose without the prior 
approval of the Pilot/Mooring Master. 

(b) As many tanks as possible are to be open during loading. At least 
2 tanks must be open while onshore pumps are operating at full 
speed. If the Master considers it necessary to load into only one 
tank, or to reduce the loading rate for safety or its operations, he 
shall notify the Pilot/Mooring Master in sufficient time to reduce the 
loading rate. 

(c) The Master shall advise the Pilot/Mooring Master when 500 cu.m. 
of crude oil are required to complete the loading, so that the 
onshore pumps can be eased down slowly and reduced to idle. 
The Master shall advise the Pilot/(Mooring Master when 60 cu.m. 
of crude oil are required to complete loading, so that the onshore 
pumps can be stopped and loading completed by gravity. 

(e) On completion of loading, the tanker’s manifold valve is to be closed 

slowly to minimise the surge pressure of oil in the pipeline. 

Availability of Deck Machinery: The Master shall ensure that the deck 

machinery is available for immediate use at any time during the loading 

operation. 

Test Calls During Loading: \n order to check radio communications 

between the tanker and the onshore control-room, the tanker shall call 

Saladin Terminal every hour at 15 minutes past the hour, and advise 

the Terminal of the previous hour’s loading rate. 

Saladin Terminal shall call the tanker every hour at 45 minutes past 
the hour, and advise the tanker of the wind direction and speed, together 
with swell conditions. 

Should either of these calls fail to establish communications between 
the tanker and the shore, after taking reasonable steps to re-establish 
communications, the onshore Terminal will shut down loading until 
communications are re-established. 

Suspension of Loading during Strong Winds: During periods of strong 

winds the Pilot/Mooring Master may advise the tanker’s Master to 

discontinue loading and disconnect the loading hose. 

The loading hose may be hung-off ready to slip or be laid down. 
Hose Disconnection: 

1. On completion of loading by gravity, the tanker’s manifold valve shall 
be closed slowly. If the manifold valve is of the type that cannot be 
closed slowly, the flow of oil shall be stopped by slowly closing a 
proportional tank valve. The back pressure at the rail will be 
monitored during this operation. Once the tanker’s proportional valve 
and/or manifold has been closed, and it is confirmed that all oil flow 
has ceased, the hose end butterfly valve will be closed. Finally, the 
Pilot/Mooring Master will instruct the onshore Terminal to close the 
sealine valve. 

2. The tanker personnel shall make every effort to drain the manifold 
outboard of the manifold valve between the manifold valve and 
loading hose end butterfly valve. A drain cock is provided in the spool 
attached to the manifold for this purpose. 

3. When the hose is disconnected from the manifold, sufficient drip trays 
must be available to contain any oil remaining in the spool pieces 
and reducer and the blind flange will be replaced on the hose. The 
weight of the hose is taken on the blind pulling flange and the hose 
lifted above the deck. The hose is raised to sufficient height to enable 
the weight to be taken off the hanging-off chain. The handing-off 
chain is then slipped and secured to the support chain. The hose is 
lowered to the rail and hung off by the slipping chain to the Blake 
Slip. The crane hook is removed from the blind pulling flange. The 
hose buoy is then slipped and recovered by the moring vessel. The 
Pilot/Mooring Master will instruct the mooring vessel to commence 
towing the hose buoy, and when the weight comes on the hose buoy 
chain, the order will be given to slip the hose. The handle of the Blake 
Slip is pulled and the hose falls into the sea. The mooring vessel 
tows the hose buoy to its resting position. 

CARGO INFORMATION: Saladin Crude Oil Properties: 
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API Gravity 48.2° API 
Density at 15°C in vacuum 0.7869 g/ml 
Reid Vapour Pressure 4.70 psi 
Pour Point —30°C 
Flash Point (Abel) —32°C 
Viscosity at 20°C 1.732 cSt 


The average load temperature of the crude oil will vary from Summer 
to Winter. As a guide, the minimum temperature during Winter (May to 
October) can be expected to be about 28°C. In the Summer (November 
to April), the maximum temperature can be expected to be about 36°C. 
Masters requiring more information about loading temperature should 
contact the Terminal. 

BALLAST: Dirty Ballast Handling Facilities: There are no facilities at 

the Marine Terminal to receive ballast from tankers. 

Deballasting: The Terminal will not be responsible for any free water or 

deadfreight. For acceptance at the Terminal, tankers must have 

segregated ballast tanks, or otherwise comply with the ballast 
regulations detailed in “Ballast Operations" below. 

Ballast Operations: 

1. As there are no ballast or slop reception facilities at the Marine 
Terminal, all tankers must arrive with clean ballast suitable for 
discharging directly to sea in accordance with the standards set by 
the International Conventions. Tankers arriving with ballast 
unsuitable for discharge to sea will be rejected for loading. Any 
tanker rejected because of contaminated ballast or sea pollution 
will automatically invalidate her Notice of Readiness and will lose 
any priority of loading. Tankers discharging contaminated ballast 
overboard shall be subject to the anti-pollution laws of Australia. 
Penalties for pollution are severe. 

2. Tankers arriving at the Marine Terminal should have sufficient 
ballast to ensure safe handling and manoeuvrability in the 
prevailing weather and sea conditions and in accordance with good 
seamanship practice. 
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3. Tankers should have the ability to deballast concurrently with 
loading operations, and any crossovers between cargo and ballast 
system must be blanked. 

4. Where a tanker arrives with clean ballast which is not part of a 
neoropain’ ballast system, and wishes to discharge such ballast 
over the side, the following conditions shall be met: 

(a) The tanker must be operating with dedicated clean ballast 
tanks in accordance with the provisions of Regulation 13(9) 
or (10) of the MARPOL Annex 1992 revision. 

(b) The tanker must comply with MARPOL Regulation 13A 1992 
revision. 

(c) When operating the oil content monitor required by MARPOL 
Regulation 13A, the monitor record shall be kept, and the 
record given to the Pilot/Mooring Master for inclusion with the 
tanker's in port documents. 

(d) The discharge ballast from dedicated clean ballast tanks 
(CBT) will be carried out in daylight, so that the quality of the 
ballast being discharged to the sea can be constantly 
observed. 

(e) If possible, an independent inspector shall inspect the ballast 
tanks at the discharge port where the ballast is taken on and 
certify that the ballast is clean. 

(f) Prior to the discharge of the ballast, an independent inspector 
shall inspect the tanks or tanks containing the ballast, and 
certify that it is clean and take samples of the ballast, one 
sample to be retained on board and the other to be kept by 
WAPET. 

(g) The Master of the tanker shall make a declaration that the 
lines used for the discharge of such ballast are clean, and 
that the blanks separating the discharge line and the crude 
oil lines and tanks are tight and free from leaks. 

Where this ballast forms part of the ballast required to keep 

the tanker at the required safe arrival draft, it should be 

understood that it will not be discharged until an equivalent 
amount of crude oil has been loaded to maintain a safe draft 
as required by these regulations. 

5. The attention of Masters, Owners and Shippers, using the Terminal, 
is respectfully drawn to the Australian Government Guidelines with 
respect to the discharge of any ballast contained in Schedule |. 

TIME: See “General” — “Time” before first port. 

GENERAL: Responsibility of Owner: The onus is exclusively on the 

Master or Owner to ensure that the tanker is seaworthy and that all 

equipment is and remains in good working order and condition. Failure 

by WAPET to reject any tanker not meeting the requirements will not 
relieve the owner of liability. 

Cathodic Protection: A tanker equipped with Impressed Current 

Cathodic Protection Systems shall ensure the system is switched off 

prior to approaching the moorings until the tanker is unberthed. The 

Master will be required to sign a declaration to the effect that the 

Impressed Current Cathodic Protection System is turned off before the 

tanker is allowed to berth. 

Safety: 

(a) Tankers which could in the opinion of WAPET possibly contravene 
the International Convention for the Safety of Life at Sea 1974 as 
amended by the 1978 Solas Protocol, will not be accepted. 

(b) The tanker shall be in a state of readiness at all times to leave the 
moorings. 

Tankers visiting the Saladin Marine Terminal must comply with the 
minimum safety requirements specified in the International Safety Guide 
for Oil Tankers and Terminals (ISGOTT). 

Pollution: Tankers shall: 

(a) Comply with the relevant provisions of the International Convention 
for the Prevention of Pollution from Ships defined as the 
“Convention” in the Pollution of Waters by Oil and Noxious 
Substances Act 1987 of the State of Western Australia and the 
Protection of the Sea (Prevention of Pollution from Ships) 1983 of 
the Commonwealth, and comply with other legislation of the State 
or Commonwealth pertaining to pollution; 

(b) ensure that no rubbish is dumped from the tanker at or near the 
Marine Terminal; 

(c) provide evidence to WAPET that the tanker is enrolled in the Tanker 
Owners Voluntary Agreement concerning Liability of Oil Pollution 
including TOVALOP supplement thereto effective 20 February 
1987; 

(d) provide evidence to WAPET that the tanker has in force insurances 
and certificates as are required of the owner of ships under 
Australian Law; and 

(e) provide evidence to WAPET that any cargoes carried by the tanker 
are either owned by, or deemed owned by, a member of CRISTAL, 
being the Contract Regarding an Interim Supplement to Tanker 
Liability for Oil Pollution dated January 14th 1971, as amended 
from time to time. 

Tank Inspections: 

(a) When nominating a tanker for loading at the Terminal, the shipper 
shall provide WAPET with a statement in writing, on the approved 
WAPET form, that the nominated tanker has satisfactorily 
undergone a ship inspection, based on Oil Companies International 
Marine Forum (OCIMF) guidelines, and that the results of the 
inspection are acceptable to the shipper as at the time of inspection, 
and at the time of nomination. 

(b) Where a tanker has not undergone an inspection as specified in 
(a), WAPET, at its absolute discretion, may accept the tanker for 
loading at the Terminal, subject to the tanker undergoing an 
inspection prior to loading commencing, by a qualified inspector at 
the shipper’s sole cost. In such case, Notice of Readiness shall 
not be tendered until the shipper provides WAPET with a written 
statement including, without limitation, by fax or telex, that the 
inspection was satisfactory. 

GARBAGE DISPOSAL: Not available. 

WASTE OIL DISPOSAL: Not available. 
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SERVICES: General Facilities: Mail forwarded to Thevenard Island for 
the tanker or its crew will be delivered by the Pilot/Mooring Master. 

Mailing address is: 

“Name of Tanker, Thevenard Island, Western Australia, 6711.” 

None of the following services are available at the Terminal: 

(a) customs or quarantine; 
(b) ship's agency, repairs, surveying, bunkers or potable water; 
(c) medical, consular, telephone, accommodation or laundry; 

If a tanker requires any of the above services, most can be obtained 
at the Port of Dampier. WAPET's prior approval should be obtained if 
the attendance of any person to the tanker requires the services of the 
mooring vessel. 

AUTHORITY: West Australian Petroleum Pty. Limited, 233 Adelaide 
Terrace, Perth. Postal Address: Box S 1580 P.O., Perth, W.A. 6001. 
Tel: (09) 2636000. Telex: AA 92008 Wapet. Cables: Wapet. FAX: (09) 
2636699. Contact: Captain C.J. Sutton, Marine Superintendent 
(Tel: (09) 332-4224 (After hours) or 018-906-744 (Mobile). 
Captain W.E. Deacon, Pilot/Mooring Master (Tel: (09) 310-4875). 


SPRING BAY, Tasmania: 42.33 S. 147.56 E. 
(See Plan) 


DOCUMENTS: As for all Australian ports. 

PILOTAGE: Compulsory. Pilot boards from a a (black hull, red funnel 
with black top), on a line joining Pt. Home Lookout and Stapleton Pt. 
(see Chart AUS 170). ETA is usually sent to vessel's Agent 72 hours 
prior to vessel's arrival and confirmed 24 hours and 6 hours before arrival 
at the Pilot station. ETA should also be sent to Harbour Master, Hobart, 
VHF Channel 16, call sign “Hobart Harbour”. The tug from which the 
Pilot boards leaves Spring Bay Wharf 30 minutes before a vessel is due 


at the pilot station, and also keeps a listening watch on VHF Channel 16. 


ANCHORAGE: A good alee adon 1 can be found in depths of 22 m. 
approximately 1.25 miles South of Windlass Bay. 

RESTRICTIONS: The wharf is used exclusively by vessels loading wood 
chips from Tasmanian Pulp and Forest Holdings. The main wharf, on 
which the wood chip loader is situated, is 243.8 m. long with additional 
dolphins (3) and a mooring block for head, stern and breast lines. Ships 
are normally berthed starboard side to. The shiploader is a fixed 
structure and vessels loading are required to move up and down the 
wharf using their own lines. Vessels are berthed and unberthed 24 hours 
a day, at the Pilot's discretion. Lights have been installed on the wharf 
for this purpose. Should a vessel require to immobilise her engines, 
application must be made to the Harbour Master; if permission is granted 
a fe will be required to stand by alongside. 

MAX. SIZE: The minimum depth alongside the wharf is 10.7 m. and the 
mooring dolphins and ship loading facilities were designed to accom- 
modate specialised ships with an overall length of 210 m. No difficulty 
envisaged in working ships having an overall length up to 243.8 m. 
HEALTH: The local medical practitioner boards vessels after berthing 
and acts for the Commonwealth Department of Health. Immigration/ 
Customs Officers travel by road from Hobart and board after Pratique 
has been granted. Quarantine Authorities must be informed of suspected 
disease or fever at least 18 hours before arrival. Also see “Melbourne”. 
RADIO: Hobart Radio, call sign VIH. Hours of duty EST (add 1 hour for 
Summer Time). Monday-Saturday inclusive 0730 — 1730 hrs. Sunday, 
0800 — 1600 hrs. 

TUGS: 2 tugs are stationed at Spring Bay. One of the hy od is used to 
embark and disembark the Pilot as well as assisting in berthing and 
unberthing. Should tugs be required to stand-by during loading 
operations an additional charge will be made in respect of crews’ wages 
etc. ibe customary to use the tug’s lines, for which an additional charge 
is made. 

MEDICAL: A local doctor is available and well equipped health clinics 
are situated at Triabunna (3 miles) and Orford (7 miles). 

DENSITY: 1025. 


FRESH WATER: Limited supplies are available from wood chip factory. 


FUEL: None laid on to the wharf. In an emergency limited supplies could 
be provided by road tankers from Hobart. 
FIRE PRECAUTIONS: No special fire precautions other than non- 
smoking or lighting of fires or use of naked lights. 
CONSULS: None, nearest at Hobart. 
REPAIRS: No facilities available for major repairs, but the wood chip 
factory may be able to assist in minor repairs. Local Hobart firms 
available. 
GANGWAY/DECK WATCHMAN: None availabie. 
OPENING/CLOSING HATCHES: Hatches opened by the ship’s crew. 
CERTIFICATES: Register, Load Line Certificate, Derat Certificate, Light 
Dues, Articles of Agreement, Clearance from previous Port. 
CUSTOMS ALLOWANCES: See “Melbourne”. 
REPATRIATION: Facilities available through Hobart. 
AIRPORT: Hobart Airport is situated 49 miles from Spring Bay Wharf. 
Frequent services operate to the mainland and New Zealand from where 
services operate world wide. 
TIME: See “General” before first port. 
HOLIDAYS: See “Hobart”. Ships may be loaded on days which are 
Dario as holidays in Hobart. 

LICE/AMBULANCE/FIRE: Police, 573116; Ambulance, 573129; 
Fire, 573187. 
TELEPHONES: A telephone is connected to all vessels on arrival. 
IDENTIFICATION CARDS: See “Melbourne”. 
AUTHORITY: Marine Board of Hobart, G.P.O.Box 202B, Hobart 7001. 
Tel: (002) 351000. FAX: (002) 310693, Port Tower (002) 346116. 
Contact: Captain J.B.N. Hodgson, Harbour Master. 


AGENT: See “Burnie”. 


AUSTRALIA 


STANLEY, Tasmania: 40.46 S. 145.18 E. (See Plan) 


LOCATION: The Port of Stanley on the Northern coast of Tasmania is 
situated on the Southern side of Circular Head. (Lat. 40° 46’ S., Long. 
146° 18’ E). It is protected by the Breakwater Pier. The ore loading 
facility owned by Savage River Mining Co. (Port Latta) lies about 
5 nautical miles to the S.E. 
PILOTAGE: Pilotage is compulsory. The Pilot boards one nautical mile 
S.E. of the Breakwater. Contact Marine Superintendent Port Latta. 
RESTRICTIONS: Depth in approaches 9.0 m. at LWOST. The nature 
of the bottom is sand. 
VHF: “Port Latta” on Channels 6, 12 and 16. 
TUGS: 1 X24 ton bollard pull. 
BERTHING: Breakwater Pier: Length 161 m. Depth 8 m. Cargo shed 
55 m.x15 m. 
Roll-on/Roll-off Berth: Length 100 m. Ramp 6.4 m. wide. Depth 8.8 m. 
to 5.8 m. at the inner end. 
FRESH WATER: Available. Rate 18 t.p.h. 
FUEL: Fuel oil and diesel oil available by road tanker. 
REPAIRS: Minor repairs possible. 
GARBAGE DISPOSAL: Pacific Waste Management Pty.Ltd., 
P.O.Box 249, Altona North, Victoria 3025. Tel: (03) 3609333. Fax: (03) 
3609290. Drums and skips provided, collection as required. 
WASTE OIL DISPOSAL: Service available from Pacific Waste 
Management Pty.Ltd. (see above) by road tanker at bulk berth and 
Ro-Ro berth. 
SEAMAN’S CLUBS: None. 
GENERAL: Aoad and Rail Access: Road access to both berths. 
Tidal Data: Mean High Water Springs 3.5 m. 
Mean High Water Neaps 3.2 m. 

References: Australia Pilot Vol. Il. Charts: AUS.353, AUS.798. List of 
Lights NP Vol. “K”. Australian National Tide Tables AHP 11. 
Imports: Coal and bentonite. 
Exports: Timber, agricultural products. 
Pogrhes Points: Situated on Breakwater Wharf and near Roll-on/Roll-off 
facility. 
AUTHORITY: Marine Board of Circular Head, P.O.Box 96, 
Stanley, Tasmania 7331. Tel: (004) 581271. FAX: (004) 581442. 
Contact: Mrs.Y.M. Tierney, Secretary. 

Marine Board of Hobart (see “Hobart’). 


STRAHAN, Tasmania: 42.10 S. 145.20 E. (See Plan) 


PORT LIMITS: “Port of Strahan” means all waters of Macquarie Harbour 

and all bays and estuaries opening into that harbour, but not beyond an 

imaginary line bearing 000° (True) for a distance of 1.20 km. from Watts 

Hill and thence bearing 090° (True) to the shore line. 

DOCUMENTS: As for all Australian Ports. 

PILOTAGE: Pilotage is compulsory for all vessels exceeding 35 m. in 

length. All Pilots are stationed at Hobart and special arrangements must 

be made in advance if a Pilot is to be provided. Usual minimum notice 

is 24 hours by contacting Marine Board of Hobart by telephone (002) 

351000, or Fax (002) 310693, (002) 346116 (Port Tower). The Wharf 

Officer at Strahan may be contacted on telephone No. 004.71 7291. 

The Pilot Boarding Ground is outside the bar (Chart B.A. 3531 — 

Lat. 42° 12.0’ S., Long. 145° 13.0 E.). The pilot launch is fitted with VHF 

radio (Channels 16, 12, 8 and 6) and the Pilot will advise the ship by 

radio of the time he intends to board. 

ANCHORAGE: There are no safe anchorage positions outside the Port 

of Strahan. The fairway is unprotected from the weather and during 

North-Westerly gales the outside bar breaks heavily making entry 

impossible. 

RESTRICTIONS: 

(i) | Navigation within the port for vessels requiring a Pilot is only during 
daylight hours. 

(ii) The entrance to Macquarie Harbour is 70 m. wide and very strong 
tidal streams can be experienced — up to 6 knots. 

(iii) The tides are unpredictable. In Westerly gales the flood tide can 
run for 20 hours and when the wind backs to the South the ebb 
can run out for 20 hours. 

(iv) A bar having a least depth of 5.5 m. exists outside the entrance, 
however the lead depth in the inner channel is 4.0 m. 

pany SIZE: Largest vessel recently — “Pacific Bold”, LOA 66.45 m., 

draft 4 m. 

HEALTH: Australian Commonwealth Rules apply. The local medical 

practitioner boards vessels after berthing and acts for the 

Commonwealth Department of Health. 

RADIO: See “Hobart”. 

TUGS: None available and not required. 

BERTHING: One wharf — depths varying from 3.7m. to 5.5m. 

alongside. The port is now mainly used by fishing vessels. 

MEDICAL: The nearest hospital and doctor at Queenstown (30 miles). 

FRESH WATER: Limited fresh water available from town water supply. 

FUEL: Bunkers may be obtained by road tanker. 

GANGWAY/DECK WATCHMEN: None available. 

OPENING CLOSING HATCHES: Hatches are opened by ship's crew. 

AIRPORT: A small airport is located 3 miles from Strahan. 

AUTHORITY: Marine Board of Hobart. (See “Hobart”). 


AGENT: See “Burnie”. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


SYDNEY, N.S.W.: 33.55 S. 151.12 E. (See Plan) 


PORT LIMITS: Seaward Port Limits: An arc of a circle of 3 nautical 
miles radius, centred on Hornby Light (which is at Lat. 33° 50.1’ S., 


Long. 151° 16.8’ E.). 

DOCUMENTS: 2 copies Form M&S11 (List of Crew), 1 copy Form 42A 
(Store list); 1 copy Form 5 (Articles Owned or in Possession of Master, 
Officers or Crew); 3 copies Form C&E886 (Ports of Call); 1 copy Form 
QA3 (Declaration of Animals Carried as Cargo); 1 copy Form QA4 
(Declaration of Ship’s Pets); 1 copy Form QA5 (Shipmaster's Bond to 
Cover Ship's Pets); 2 copies Form AQ360 (Health Report). Of the above, 
Form 42A and Form 5 need only be compiled at the first port of call in 
Australia. 

Ship's Agents are required to submit 2 copies of Cargo Manifest, and 
at least 2 sets of Bills of Lading. These are usually received direct from 
the loading port, and so need not be on board. 

Ships carrying dangerous goods must obtain special approval to enter 
port (see “Entry and Departure Restrictions”). 

Shipmaster's Report: October 1988. 
First Port: See “Melbourne”. 
Second Port: 3 Crew Lists and 2 Ports of Call Lists. 

Also see “Radio Officer's Report’. 

PILOTAGE: Compulsory for seagoing commercial ships (unless 
specifically exempted). Preliminary arrangements for a Pilot must be 
made through a local Agent accredited by the Port Authority. 

All seagoing commercial ships (including those exempted from 
pilotage) are to report to “Sydney Maritime” on VHF Channel 12 when 
4 hours, and again when 2 hours, from the port. When 5 miles from the 
port such ships are to report to “Harbour Control” on VHF Channel 13. 
Also see “VTS and VHF”. 

“Harbour Control” will instruct the ship what time to be at the Pilot 
Boarding Ground or, if no Pilot booking has been received, will advise 
the ship to contact the Agent. The Pilot Boarding Ground is at Lat. 
33° 50.1’ S., Long. 151° 21.6’ E., which is 4 miles due East of Hornby 
Light. Ships are not to proceed Westward of the Pilot Boarding Ground 
without specific instruction by “Harbour Control” or the pilot vessel. 

The pilot vessel is a 15m., aluminium, semi-planing vessel, with 
metallic grey hull and yellow-orange topsides; the word “Pilot” is 
prominently displayed on each side of the deckhouse. The pilot vessel 
operates from a shore base within the harbour. When proceeding to a 
ship the pilot vessel will call on VHF Channel 13 and, after changing to 
a working frequency, will give Pilot boarding instructions. 

In general, a ship which is about to take Pilot should steer a course 
which puts the sea on the quarter opposite to that on which the pilot 
ladder is rigged. The ship should have about 7 knots headway as the 
pilot vessel comes alongside. 

The bottom of the pilot ladder is to be 2.5m. to 3m. above the 
waterline. The ladder is to be rigged (if possible) through an opening in 
the bulwarks or guard rails (or through a door in the ship's side). If there 
is no available opening in the bulwarks or guard rails, steps (with 
handrails) shall be securely fastened inside the bulwarks or guard rails, 
leading from the top of the bulwarks or guard rails to the ship's deck. 

On each side of the ladder there is to be a clean handrope of 32 mm. 
(diameter) manila rope. The handropes are to be led through stanchions, 
one metre high, fixed to the ship's bulwarks or guard rails. There are to 
be no knots in the handropes. A tripping line may be used, but is to be 
attached not lower than the bottom spreader (which is to be the fifth 
step from the bottom). 

If the highest point of a pilot ladder would be more than 9 m. above 
the waterline the pilot ladder is to be rigged in combination with an 
accommodation ladder. The accommodation ladder is to be secured so 
as to prevent it swinging away from the ship's side. The pilot ladder, 
and the handropes, are to be secured to the ship's side above the lower 
platform of the accommodation ladder. The Pilot must be able to transfer 
safely and easily from the pilot ladder to the accommodation ladder. The 
accommodation ladder is to be rigged so that a person ascending the 
ladder is moving towards the ship’s bow. The lower platform of the 
accommodation ladder is to be horizontal. The lowest point of the 
accommodation ladder is to be 6 m. to 7 m. above the waterline. 

Pilot hoists are not favoured. If a hoist is used in a ship with freeboard 
not ape 9m., a conventional ladder (with handropes) must be 
rigged immediately alongside the hoist, so that the Pilot can transfer 
safely and quickly to the ladder if the hoist fails. If a hoist is used in a 
ship with freeboard exceeding 9 m., a combination ladder must be rigged 
immediately alongside the hoist. Note particularly that a Pilot hoist is 
not accepted as an alternative to a combination ladder. 

Master's should note that the Port Authority places great emphasis 
on the safety of its pilots. Delays may occur if boarding arrangements 
are found to be substandard. 

Coastal and Reef Pilotage: Pilotage through the Inner Route of the Great 
Barrier Reef to Torres Strait is conducted by licensed pilots. See “Torres 
Strait” for details. 

ANCHORAGES: There is no recommended anchorage off the port, but 
ships frequently anchor close Northward, off the suburb of Manly (see 
Chart Aus. 200). The Port Authority cautions any ship anchoring off the 
port to keep a close anchor watch, because the area is susceptible to 
sudden, unpredicted changes of weather. Within the port there are 
several short-term anchorages (see “Berthing’). Mooring buoys are 
available for ships awaiting orders (see under “Berthing”’). 

Restricted Area: There is a Restricted Area off the port bounded by a 
line drawn from North Head in a direction 090° (T) and a line drawn from 
Hornby Light in a direction 130° (T) and the arc of a circle of 3 nautical 
miles radius centred on Hornby Light. The mid-entrance markers, in line 
294° (T), divide the Restricted Area into 2 sectors. The Northern sector 
is “Area A"; only ships which are entering the port may pass through 
“Area A”. The Souther sector is “Area B"; only ships which are leaving 
the port may pass through “Area B”. Anchorage is prohibited within the 
whole of the Restricted Area. The ship is not to be navigated along the 
line of the mid-entrance markers. 
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RESTRICTIONS: Entry and Departure Restrictions: Tankers which are 
not gas-free are not permitted to manoeuvre West of Bradley's Head 
during the hours of darkness. 

Arrival at the following berths is restricted to daylight hours: All tanker 
berths, Point Piper Anchorage and Snails Bay Dolphins. Departure from 
the following berths is restricted to daylight hours: all tanker berths, and 
Nos. 1 & 2 Snails Bay Dolphins (by consultation with pilots). 

Arrival at, and departure from, Sydney Cove Passenger Terminal is 
not permitted during peak operating periods for commuter ferries 
(0730 — 0930 and 1600 — 1830 Mondays to Fridays). 

Except as indicated above, manoeuvring is generally permitted at any 
time of day. (For tidal restrictions. see ‘Restrictions-Underkeel 
Clearance”). 

Ships carrying dangerous goods must not enter port unless the ship's 
Agent has obtained from the Port Authority a certificate of “Approval for 
Vessel Carrying Dangerous Goods to Enter Port’’). 

Underkeel Clearance, Tidal Restrictions and Minimum Draft: Ships 
underway outward-bound are to maintain a minimum underkeel 
clearance equivalent to 10% of ship's draft; for inward-bound ships this 
requirement is increased by 0.2 m. The controlling depth for calculati 
underkeel clearance is the berth depth (see “Berthing” or “Tankers” 
except at No. 1 Gore Bay (controlling depth 13.7 m.) and No. 2 Gore 
Bay (controlling depth 10.2 m.). 

While alongside, ships are to maintain a minimum underkeel 
clearance of 0.6 m., except at No. 7 Glebe Island and No. 1 Balmain 
where the required clearance is 0.3 m. 

Tankers proceeding to No. 1 Gore Bay with a draft exceeding 10.0 m., 
or length overall exceeding 250 m., or beam exceeding 36.5 m., or 
deadweight exceeding 80,000 tonnes, are to take Pilot 1.5 hours before 
slack water. The absolute maximum permitted draft is 13.7 m., but the 
actual draft is to be such that, in the approach channel of 13.7 m. depth, 
the required underkeel clearance is achieved at 1 hour before slack 
water. Ships using the berth for the first or second time are further 
restricted by 0.7 m. and 0.4 m., respectively. 

At other berths in Gore Bay, and at Snails Bay Dolphin berths, ships 
with a draft exceeding 10.0 m. are to arrive and depart berth at or near 
slack water. 

At the AGL Wharf, Mortlake, ships are to berth at slack water. 

Ships departing Balls Head berths with a draft exceeding 10.0 m. are 
to depart on the flood tide. 

The departure of ships from No. 1 Balmain and No. 7 Glebe Island is 
timed to give the required underkeel clearance at 1.5 hours after time 
of departure. 

In all other cases berthing and unberthing is at any state of tide, 
provided the required underkeel clearance is maintained. 

The minimum permissable draft for a ship manoeuvring within the port 
is equivalent to the following percentages of the ship’s length overall: 

io not exceeding 100,000 tonnes deadweight: Forward 2%, 
Aft 3%. 
Ships exceeding 100,000 tonnes deadweight: Forward 3%, Aft 4%. 


MAX. SIZE: In general, the maximum permitted size of ships is governed 
directly by berth length and depth (see “Berthing” and ‘“Tankers") and 
by depth in approaches. Also see “Bulk Loading Facilities” and 
“Restrictions — Underkeel Clearance”. 


HEALTH: All overseas ships (at First Port of Entry into Australia and at 
any subsequent ports in Australia) are subject to quarantine until 
Pratique is granted, or until the ship is released from quarantine. 
(Treatment of crew members for illnesses other than quarantineable 
diseases is carried out by private practitioners arranged through the 
ship's Agent). Vaccinations are not normally required (see “Medical’’). 

Radio Pratique may be requested by any ship, 12 to 24 hours before 
arrival in port (or upon shorter notice in exceptional cases). The request 
is normally made through the ship's Agent, but a ship’s Master can send 
the request direct to the Duty Shipping Quarantine Officer (telex 
AA25310) via Sydney Radio. The request must include answers to the 
following questions: 

A. Name, type and nationality of ship? 

B. Itinerary for last 21 days? (If over 21 days from last port, give name 
of port and date of departure). 

C. Name of first Australian port, and ETA? 

D. Number of crew? 

E. Number of passengers? 

F. Have you had any deaths on the voyage? If so, give details 

G. Have you had any cases of illness during the last 21 days with a 
fever of 38 degrees Celsius or above, and accompanied by: (a) rash, 
jaundice, or glandular swelling; or (b) diarrhoea lasting longer than 
24 hours? 

H. Have you had persons suffering from venereal disease during the 
voyage? 

i. What live fish, birds, reptiles or other animals are you carrying? 
(Ship’s pets should be mentioned). 

J. Have you carried livestock on previous voyages in the last six 
months? If so, advise type of livestock, date of voyage, and ports visited. 
Have all stock-carrying compartments been thoroughly cleaned and 
disinfected? 

K. Do you request Radio Pratique, or radio approval to berth? 

Note that if the Radio Pratique request is telexed or telegrammed 
(whether by Master or Agent) it may be in an abbreviated form, such 
as: 


“A: Southern Express, container ship, Italian. B: London, Lisbon, Cape 
Town. C: Sydney 151600H. D: 20. E to H: nil. T: one dog. J: nil, K: Radio 
Pratique.” 

It is normally the ship's Agent who is informed whether or not Radio 
Pratique has been granted. This information is only radioed direct to the 
ship if the Master made application direct. A “Q” flag need not be 
displayed if Radio Pratique has been granted. Such Radio Pratique is 
valid only for the ship's first port of entry. (If the ship's berthing is delayed 
the Radio Pratique will remain valid for the port, provided conditions on 
the ship do not change). After the ship has berthed, a Quarantine Officer 


will board to confirm that there has been no change in circumstances 
since the Radio Pratique message was sent. When satisfied, the 
Quarantine Officer will issue a Pratique Certificate valid for all Australian 
rts. 

ex Radio Pratique is not confirmed (or not requested) the “Q” flag (or 
quarantine lights at night) must be displayed. The Quarantine Officer 
(and Customs Officers) will board ship inside Sydney Heads (unless 
radio permission to berth has been granted). The Quarantine Officer will 
examine all persons having illness or infectious disease, as notified by 
the ship's Master. The Quarantine Officer will also receive the “Primary 
Health Report". When satisfied, the Quarantine Officer will issue a 
Pratique Certificate for all Australian ports. The Q” flag may then be 
lowered, and the ship may proceed to her berth. 

Notwithstanding that Pratique for all ports may have been granted, 
the Master will still be responsible for reporting any cases of infectious 
diseases which may subsequently occur while the ship is in Australian 
waters. Such report is to be made by radio if the ship is at sea when 
the case is discovered. 

RADIO: Sydney Radio (call sign “VIS") provides a full range of 
Radiotelegram (RTG), Radiotelephone (RTF), Very High Frequency 
(VHF), and Telex Over Radio (TOR) services. 

VTS/VHF: There is a “Port Operations Centre”, which controls the 
Vessel Traffic Management System of the port. The Centre operates 
continuously. It may contacted by VHF (see below) or by telephone 
(02) 364 2000, telex AA 27568 MSBOPS, or facsimile (02) 27 7804. 
The Centre operates the following VHF stations: 

Call sign “Sydney Maritime” — calling and working Channel 12. Area 
of coverage from 50 miles North of Newcastle to 50 miles South of Port 
Kembla and 50 miles to seaward (through an interconnected system of 
remote stations). Initial contact with the port should be made through 
this station (see ‘“Pilotage”). “Sydney Maritime” also receives arrival 
messages from ships bound for Newcastle, Botany Bay and Port 
Kembla, and relays these messages to the port concerned. 

Call sign “Harbour Control” — calling and working Channel 13. Area 
of coverage — within 5 miles of the port. This station controls the Vessel 
Traffic Management System (VTS) for the port; broadcasts navigational, 
meteorological, and tidal information at 5 minutes past each hour; and 
allocates channels for ship/tug communication (such channels comprise 
77, 72, 8 and 6, in that order of preference). 

Ships within 5 miles of the port must maintain continuous listening 
watch on Channels 16 and 13 (or Channel 16 alone, if a dual watch is 
not possible). Ships underway within the port must maintain continuous 
listening watch on Channel 13. 

When the ship arrives at 5 miles from the port, “Harbour Control” is 
to be notified (see ‘“Pilotage”); and the ship is to obtain permission from 
“Harbour Control” prior to entering the port. One hour prior to ship's 
departure “Harbour Control” is to be notified; and the ship is to obtain 
permission from “Harbour Control” prior to departing the berth. 

Both inwards and outwards ships are required to report (to “Harbour 
Control”) passing each of the following locations (if applicable): Sea 
Buoy, Bradley's Head, Fort Denison, and Longnose Point. 

Safety, urgency and distress calls should be made on VHF Channel 
16, which is continuously monitored by both “Sydney Radio VIS" and 
“Sydney Maritime”. 

RADAR: There is a limited port radar service covering the approaches 
to the port and the outer harbour area. Ships seeking radar information 
should contact “Harbour Control” (see “VTS/VHF”). 

TUGS: There are 7 modern, twin-screw tugs with bollard pulls of 
30 tonnes to 45 tonnes. These tugs are operated by: 

J. Fenwick and Co. Pty. Ltd., P.O.Box 82, Balmain, NSW 2041. 
Tel: (02) 555-1281. Telex: AA25067. Fax: (02) 818 5858. 

Waratah Towage Pty. Ltd., 37 Pitt St, Sydney, NSW 2000. Tel: (02) 
555-7100. Telex: AA25195. FAX: (02) 810-7991. 

A fleet of small tugs is operated by: 

Stannard Bros. Launch Services Pty. Ltd., P.O. Box 92, Balmain, NSW 
2041. Tel: (02) 555-2016. FAX: (02) 818-7493. This company also 
provides the port's lines persons. 

Orders for tugs for Saturday and Sunday should be placed by 
1530 hrs. on Friday. Orders for tugs for weekdays should be placed by 
K 530 hrs. the previous day. Orders must be placed by the ship’s local 

gent. 

Tugs normally join a ship in the vicinity of Fort Denison. Tugs always 
take a ship's line when they are to tow from their hook, but may use 
their own line when making fast alongside. There is no extra charge for 
using tugs’ lines. 

The general requirement for tugs is: 

LOA under 30 m. None 

LOA 30 m. to under 75 m. 1 small tug 

LOA 75 m. to under 100 m. 2 small tugs or 1 large tug 
LOA 100 m. to under 130 m. 1 large tug and 1 small tug 
LOA 130 m. to under 185 m. 2 large tugs 

LOA 185 m. to under 250 m. 3 large tugs 

LOA 250 m. and over (by consultation with Harbour Master) 

For tankers and bulk carriers exceeding 125m. LOA the general 
requirement is varied as follows: 


carrying less than 25,000 tonnes cargo 2 large tugs 
carrying 25,000 to under 45,000 tonnes cargo 3 large tugs 
carrying 45,000 to under 80,000 tonnes cargo 4 large tugs 
carrying 80,000 tonnes cargo, and over 5 large tugs 


The general requirement is reduced in the following circumstances: 

One less tug (inwards and outwards) if ship has a bow thruster which: 

(a) was found to be effective when the ship previously called; and 

(b) is currently operational. 

One less tug (outwards) if: 

(a) the ship is berthed “head out’; and 

(b) any berth ahead of the ship is clear; and 

(c) weather is fine. 

both of the above circumstances apply, the total reduction is one 
only. 


AUSTRALIA 


The general requirement is increased in the following circumstances: 

One extra tug if the ship is a car-carrier exceeding 20,000 gross (as 
calculated by the Port Authority). 

For a ship without main propulsion: 

one extra tug if ship does not exceed 20,000 gross; 

two extra tugs if ship does exceed 20,000 gross. 

The requirement at mooring buoys is: 


Inwards Outwards 
LOA under 75 m. None None 
LOA 75 m. to under 185 m. 1 large tug 1 large tug 


LOA 185 m. to under 230m. 2 large tugs 1 large tug 
LOA 230 m. and over 2 large tugs 2 large tugs 

Tug assistance is not required at anchorages unless the ship exceeds 
215 m., in which case 2 tugs are required for a deep-draft ship, and one 
for a partly-laden ship. Such tugs stand-by the ship throughout the period 
of anchorage. 

Except at No. 7 Glebe Island, no tugs are necessary for a shift-ship 
not exceeding 30 m. along the berth. One tug is required for a shift-ship 
of more than 30 m. along the berth. A harbour removal to another berth 
necessitates the full number of tugs as determined by the preceeding 
paragraphs. 

Special variations are made to the above requirements for ships which 

have especially good, or poor, handling characteristics, and for large 
ships which are frequent users of the port. All of the above requirements 
may by increased in the event of adverse weather. 
BERTHING: Except as indicated in “Bulk Cargo Facilities” and 
“Specialised Cargo-Handling Facilities” loading and discharging is by 
ship's gear (also see “Cranes”). Except where otherwise indicated the 
quoted depth is the least depth over the entire berth length; in many 
cases a greater depth is available if the ship does not require the full 
berth length. 


Berth 


Nominal 
Length Depth Function 


(m.) — (m.) 
Sydney Cove 
Passenger Terminal 300 10.5 Passengers 
(Note: No. 7 Sydney Cove has been demolished). 


No. 3 Darling Harbour 229 11.1 General/Ro-Ro/Lo-Lo 
No. 4 Darling Harbour 285 11.1 General/Ro-Ro/Lo-Lo 
No. 5 Darling Harbour 340 10.8 PAD/ScanCarriers Facility 
No. 8 Darling Harbour 244 10.2 General/Ro-Ro/Lo-Lo 


(Note: No. 6 and No. 7 Darling Harbour have been permanently 
decommissioned.) 


No. 9 Darling Harbour 174 10.2 General/Ro-Ro/Lo-Lo 
No. 10 Darling Harbour 178 9.8 General/Ro-Ro/Lo-Lo 
No. 12 Pyrmont 165 9.1 General 
No. 13 Pyrmont 234 9.6 General/Passengers 
C.S.R. North Wharf 113 7.0 certs sugar — gypsum 
wha 
C.S.R. South Whart 166 9.0 C.S.R. sugar — gypsum 
wharf 
No. 1 Glebe Island 234 11.7 Conaust (Cars) 
No. 2 Glebe Island 234 12.0 Conaust (Cars) 
No. 7 Glebe Island 229 11.7 Timber, Misc. Cargo and 
Lay-up 
No. 8 Glebe Island 120 8.4 ICI Soda Ash Terminal 
No. 1 Balmain 336 11.6 Lay-up 
No. 3 White Bay 279 10.5 
No. 4 White Bay 265 11.0 | Conaust 
No. 5 White Bay 203 11.0 (General) 
No. 6 White Bay 203 11.3 
Snails Bay Dolphins: 
No. 1 215 10.6 Lay-up 
No. 2 215 10.1 Lay-up 
No. 3 215 10.2 Lay-up 
No. 4 215 11.0 Lay-up 
Buoy Moorings: 
No. 4 Athol Bight 275 radius 11.9 Lay-up 
No. 1 Point Piper 260 radius 13.5 Lay-up 


For tanker berths (see “Tankers'’). Road access is available to all 
fixed berths. Rail access is available to the following berths: No. 1 
Balmain; Nos. 3 and 4 White Bay; Nos. 1, 2 and 7 Balmain; Nos. 9, 10, 
12, and 13 Pyrmont. The Royal Australian Navy has extensive fixed 
berthage, buoy berths, and dolphin berths in the port. 

CRANES: No. 4 White Bay: One twin lift portainer crane 45.7 tonnes 
SWL and 153 ton portainer crane. 

Nos. 3, 4, 5 Darling Harbour: 3 mobile container-handling cranes (“Coles 
Colossus”), owned by Australian Stevedores Ltd. Two of these cranes 
are “4200 Series” and have a tower height of 18 m.; a jib length of 
27 m.; SWL 26 tonnes at 28m. radius, 34 tonnes at 9m. radius. 
The third crane, a “6000 Series’ model, has a tower height of 18.7 m.; 
a jib length of 34.5 m.; SWL 29.5 tonnes at 33 m. radius, 45 tonnes at 
12m. radius. 

Navy Dockyard, Garden Island: One fixed crane, SWL 254 tonnes. 
Based at Cockatoo Island Dockyard: One floating crane, SWL 152 
tonnes. 

BULK CARGO FACILITIES: (For berth lengths and depths — see 
“Berthing"). (Ships may berth without hold ballast, because loading units 
are fully retractable). 

CSR North and South Wharves: Bulk raw sugar unloading facility. 
The berth has 2 gantry grab cranes. 

No. 8 Glebe Island: \C\ bulk soda ash unloading berth. The berth has 
a mobile gantry with 2 pneumatic suction nozzles. Handling rate 
125 tonnes/p.h. (maximum); 80 tonnes/p.h. (average). Maximum beam 
13.7 m. Maximum length overall 100 m. Maximum draft: unrestricted for 
the size of ship using the berth. (Also see “Note” at end of this section). 
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No. 1 Balmain: MSB coal loading berth. The berth has 2 electric gantries 
with average total loading rate of 800 tonnes/p.h. (maximum rate 
1,250 tonnes/p.h.) Maximum beam 32.3m. (but larger will be 
considered). Maximum length overall 245 m. Maximum draft: during 
loading, maximum draft depends on height of low water (minimum 
underkeel clearance 0.3 m.; berth depth 11.6 m. at datum); topping-off 
is permitted on last flood tide before sailing; final draft is governed by 
requirement to maintain 10% underkeel clearance in the approach 
channel of 12.2m. depth. (Also see “Restrictions” — “Underkeel 
Clearance”. Maximum hatch coaming height 14.9 m. (Also see “Note” 
at end of this section). 

Balls Head: C & A Coal Transhipment Terminal. Maximum loading rate 
2,000 tonnes/p.h. Maximum beam 33 m. Maximum length overall 190 m. 
Maximum draft: during loading, the maximum draft depends on height 
of low water (minimum underkeel clearance 0.6 m.; berth depth 10.7 m. 
at datum, over outer 130 m. of berth length); topping-off is permitted on 
the last flood tide before sailing; maximum final draft 12.1 m. (Also see 
“Restrictions” — “Underkeel Clearance’). 

Note: Nos. 7 and 8 Glebe Island and No. 1 Balmain are in close proximity. 
To allow a ship to berth or unberth at No. 1 Balmain it is frequently 
necessary to shift astern a ship at No. 7 Glebe; in the astern position it 
is usually only possible to load the ship's forward hatches. A similar shift 
is sometimes necessary to allow a ship to berth or unberth at No. 8 
Glebe Island. A concession in tonnage rates is allowed when a ship at 
No. 7 Glebe Island is shifted, but full rates are charged for Pilot, tugs 
and linesmen. 

SPECIALISED CARGO HANDLING FACILITIES: 

Containers: No. 4 and No. 5 White Bay comprise a container terminal. 
Containers are also handled at Nos. 3, 4 and 5 Darling Harbour, using 
mobile cranes (see “Cranes’”). 

Roll-on/Roll-off: Ships equipped with angled stern ramps are handled at 
Nos. 3, 4, 5, 8, 9 and 10 Darling Harbour and Nos. 5 and 6 White Bay. 
Spt ol Car-carrying ships with side ramps and/or angled stern 
ramps are handled at Nos. 1 and 2 Glebe Island and No. 8 Darling 
Harbour. 

Liquid Chemicals: Small quantities of liquid chemicals are handled at 
the tanker terminals (see “Tankers’’). 

Bulk Oils: Handled at the tanker terminals (see “Tankers’’). Vegetable 
and lube oils are occasionally handled at dry cargo berths. 

Note: The sister port of Botany Bay has a major facility for the handling 
of liquid chemicals, bulk oils and liquefied gas. 

BRIDGES: The majority of the port's berths lie beyond the Sydney 
Harbour Bridge, which is a single span, steel arch bridge. Maximum 
headway is 53.4m. above chart datum at the centre (prominently 
marked). For 45 m. on either side of the centre there is not less than 
53.0 m. headway. For a further 64 m. on either side there is not less 
than 51.5 m. headway. For a further 73 m. on either side there is not 
less than 49.9 m. headway. When in use, a painting gantry reduces 
these headways by 2.8 m. 

STEVEDORES: Australian Stevedores, G.P.O.Box 3918, Sydney, NSW 
2001. Tel: (02) 256-6700. Telex: AA75754. Fax: (02) 247-9259. 

Conaust (NSW) Pty. Ltd., G.P.O.Box 4084, Sydney, NSW 2001. 
Tel: (02) 552-1600. Telex: AA72061. Fax: (02) 552 1032. 

Australian Stevedores operate at No. 4 and 5 Darling Harbour and at 
Darling Harbour No. 3 and 8 for general cargo. 

The PAD/ScanCarriers Ro-Ro Facility at No. 5 Darling Harbour. 

General, Ro-Ro, Lo-Lo, and Bulk stevedoring operations at any 
common-user berth in the port, using a fleet of 75 fork-lifts; 3 Coles 
cranes; and ancillary equipment. 

Conaust Stevedoring provides General, Ro-Ro, Lo-Lo, and Bulk 
stevedoring services at any common-user berth in the port, using a fleet 
of 79 fork-lifts, and ancillary equipment. Conaust operate a container 
terminal at No. 4 and 5 White Bay and car facilities at No. 1 and 2 Glebe 
Island. Conaust has a depot at Rozelle Bay for packing and unpacking 
containers, and for bonding and storing of containerised cargo and 
break-bulk cargo. 

Normal hours of work at common-user berths are: 

The port works 7 days a week in 3 shifts (0730 hrs. — 1430 hrs., 
1500 hrs. — 2200 hrs., 2300 hrs. — 0600 hrs.). Rates are negotiable. 

Labour for Monday to Friday shifts must be ordered not later than the 
morning of the day previous to requirement. Labour for Saturday and 
Sunday shifts must be ordered not later than Friday morning. Firm ETA's 
are consequently very important; the ship's agent should be advised 
immediately if the ETA changes, so that labour orders can be amended. 

Main commodities handled are: 

Imports — containers; motor vehicles; CKD’s; lumber; paper products; 
heavy-lifts; steel; bulk oil and general cargo. 

Exports — containers; steel; coal; grain and other bulk cargoes and 
general cargo. 

The private terminals employ their own labour force of stevedores. 
MEDICAL: Ship's agents can arrange medical attention without prior 
notice, but notice should be given if possible. Full hospital, medical, 
dental and ophthalmic services are available. If the ship has passed 
through a yellow fever zone crew must be inoculated against yellow 
fever. Otherwise, no inoculations or vaccinations are necessary, but they 
can be carried out if required. 


TANKERS: 
Nominal 
Berth Length Depth Company 
(m.) (m.) 
No. 1 Gore Bay 265 14.0 Shell Co. of Aust. Ltd. 
No. 2 Gore Bay 190 11.1. Shell Co. of Aust. Ltd. 
No. 3 Gore Bay 172 9.4 Shell Co. of Aust. Ltd. 
No. 1 Berrys Bay 162 8.2 BP Aust. Ltd. 
No. 2 Berrys Bay 183 9.4 BP Aust. Ltd. 
Ballast Point 172 9.4 Caltex Oil (Aust.) Pty. Ltd. 
Chowder Bay 172 12.0 Royal Australian Navy 


All berths are located in sheltered areas and are seldom affected by 
wind; no special moorings are required. Shore gangways available No. 1 
Gore Bay only. Each terminal has first-response equipment for oil spills, 
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and can readily call upon other terminals’ equipment. The Port Authority 
has an oil spill combat team on continuous duty with an extensive range 
of oil spill combat equipment. Industry and Government have local, 
regional and national contingency plans for oil spill combat. Ship-to-ship 
transfers are seldom undertaken at this port, but floating fenders are 
available. 

Cargo handling: No. 1 Gore Bay: Line diameters 1x102 mm. and 
4x 254 mm.; maximum discharging rate 4,000 tonnes/p.h. (with crude 
oil, using 2 hoses); 350 tonnes dirty slops, 6,000 tonnes dirty ballast 
(total for terminal); S.G. 0.645 to 0.98; maximum temperature 
50°Celsius; shore steam is available. 

No. 2 Gore Bay: Line diameters 5x152mm. and 1203 mm.; 
maximum discharging rate 2,000 tonnes/p.h.; S.G. 0.645 to 0.98; 
maximum temperature 50°Celsius. 

No. 3 Gore Bay: Line diameters 2x102 mm. and 10152 mm.; 
maximum discharging rate 400 tonnes/p.h.; S.G. 0.845 to 0.98; 
maximum temperature 50°Celsius. 

No. 1 Berrys Bay: Not currently in use. 

No. 2 Berrys Bay: Line diameter 203 mm.; maximum discharging back 
pressure 1,050 kiloPascals; no slop facilities; S.G. 0.98 to 0.99; 
max. temperature 45°Celsius; shore steam available only for fuel oil. 

Ballast Point: Line diameters 102 mm., 203mm. and 254 mm.; 
maximum discharging rate 1,000 tonnes/p.h.; no slop facilities; S.G. 0.84 
to 0.95; maximum temperature 60°Celsius; no shore steam available. 


DENSITY: The relative density throughout the port is 1025. 


FRESH WATER: Fresh water is readily available at all berths. There is 
- Spt ca on quantity. The water is clean and sweet, and contains 
uoride. 

At fixed berths, delivery is from the town mains. Delivery rate is 
ee are 30 tonnes p.h. Hiring or usage of shore hoses attracts a 
charge. 

Charges at private berths are generally the same. At buoy or dolphins 
berths delivery is either by a large or by small tug with barge under tow. 

The amount of fresh water supplied per tug or barge varies between 
40 and 140 tonnes, depending upon the transport used. The delivery 
rate varies between 35 tonnes p.h. and 60 tonnes p.h. 

Where possible at least 24 hours’ notice is required for vessels 
requiring fresh water at buoys or anchorage. 


FUEL: Fuel (and a wide range of lubricants) is available from: 

Ampol Ltd, Locked Bag 1, P.O. Box Ermington, NSW 2115. Tel: (02) 
858 8011, (02) 858 1088. Tix: AA121325. Fax: (02) 858 2914. Grades: 
Marine Bunker Fuel Oil, 10-300 centistokes at 50°C. Light Marine Diesel 
Oil, 2.1-7.4 centistokes at 40°C. Gas Oil or Distillate, 2-5.8 centistokes 
at 40°C. Orders accepted 0700 to 1540 (Mon-Fri). 48 hours’ notice. 

BP Australia Ltd, P.O.Box 14, Milsons Point, NSW 2061. Tel: (02) 
922 9451. Tix: AA20311. Fax: (02) 959 4291. Grades: Interfuel — 
viscosity 38.2 centistokes at 40°C. Light Diesel Oil — viscosity 2.721 at 
40°C. Orders accepted 0700 to 1400 (Mon-Fri). One week's notice. 

Caltex Oil (Australia) Ltd, P.O.Box 3916, Sydney, NSW 2001. Tel: 
(02) 250 5888. Tix: AA120244. Fax: (02) 25 2804. Grades: Marine Fuel 
Oil, 180 centistokes (max.) at 50°C. Marine Diesel Oil, 3.5 centistokes 
at 40°C. Distillate, 3 centistokes at 40°C. Orders accepted 0700 to 1630 
(Mon-Fri). 36 hours’ notice. 

Mobil Oil Australia Ltd., P.O.Box 1592, Sydney, NSW 2001. Tel: (02) 
817 0411. Tix: AA20408. Fax: (02) 816 4563. Grades: Bunker Fuel, 32- 
130 centistokes at 40°C. Diesel Gas Oil, 3 centistokes. Orders accepted 
0730-1600 (Mon-Fri). 48 hours’ notice. 

Shell Co. of Australia Ltd., P.O.Box 63, Parramatta, NSW 2150. Tel: 
(02) 682 8666. Tix: AA177553. Fax: (02) 682 8667, (02) 78 8667. 
Grades: Marine Fuel Oil, 100 to 380 centistokes at 50°C. Light Marine 
Diesel Fuel, 1.8 to 5.8 centistokes at 40°C. Gas Oil (Distillate), 1.8 to 
4.8 centistokes at 40°C. Orders accepted 0800 to 1630 (Mon-Fri). 
48 hours’ notice. 

Delivery by pipeline at tanker berths. Delivery at other berths — heavy 
fuel by bunker barge only (“Amorena”: minimum 150 tonnes, maximum 
per load 1,100 tonnes; “Esar Sydney”: minimum 100 tonnes, maximum 
per load 1,500 tonnes); light fuel and lubricants (bulk or drummed) by 
barge or truck. 


FIRE PRECAUTIONS: There are no additional requirements beyond 
those internationally practised. 


CONSULS: The following countries maintain consulates in Sydney: 


Argentina Greece Papua New Guinea 
Austria Honduras Paraguay 
Belgium Hungary Peru 

Brazil Iceland Philippines 
Bulgaria India Poland 
Canada Indonesia Portugal 
Chile Israel Romania 
China Italy Russia 
Colombia Japan Seychelles 
Costa Rica Korea South Africa 
Cuba Lebanon Spain 
Czechoslovakia Malaysia Sri Lanka 
Denmark Malta Sweden 
Dominica Mexico Switzerland 
Ecuador Morocco Thailand 
Egypt Nepal Tonga 

Fiji Netherlands Trinidad and Tobago 
Finland New Zealand Turkey 
France Norway Uruguay 
Germany Pakistan U.S.A. 
Great Britain Panama Yugoslavia 


WASTE DISPOSAL: Metropolitan Liquid Waste Disposal: Tel. 412 1388. 
Liquid waste in bulk or drums is accepted at the Lidcombe and/or 
Castlereagh Depots. 
Charges as from 1 April 1989 are as follows: 
Tankers containing bulk liquid waste accepted at Lidcombe Depot 
only $114 per tonne. 
Drum Material non-flammable $170 per tonne. 
Sludge $20 per tonne. 


REPAIRS: Groom Bros. Pty. Ltd., 18 Munro St., North Sydney 2060. 
Tel: (02) 957 3855. 

Groom Bros. is experienced in hull and engine repairs, overhauls, 
pipe renewals and steel febrication. 


DRY DOCKS: Sutherland Dock, Cockatoo Island — length 210 m. 
Fitzroy Dock, Cockatoo Island — length 145 m. 
Captain Cook Dock, Garden Island — length 347 m. 
(Captain Cook Dock is a Naval facility, but is available to merchant 
ships). 


SURVEYORS: Private cargo inspectors are available from many 
companies, including: 
Name Telephone Address 
(02) 906 1277 121 Alexandra St., Crows Nest 2065 


8 Lavoni St., Mosman 2088 


Avdall and Bozier 
Capt. Downes and Assoc's (02) 969 1444 


Gibson, Minto and Aiton (02) 8100501 c/o Patrick's Terminal 

Sommerville Rd., Glebe 2037 
Marine Surveyors to Aust. (02) 929 5967 30 Glen St., Milsons Point 2061. 
Mathias and Assoc’s (02) 871 1026 1 Vickery Ave., Carlingford 2118 
Oil Superintendence Aust. (02) 389 8050 10 Denison St., Bondi Junction 2022 
Pacific Marine Surveyors (02) 94 3437 51 Jackson St., Balgowlah 2093 
J. F. Rahilly and Assoc’s (02) 3715505 20 Vaucluse Rd., Vaucluse 2030 
Stuart Lye and Assoc's (02) 94 7243 52 Cutler Rd., Clontarf 2093 


Toplis and Harding (02) 428 1477 46 Burns Bay Rd., Lane Cove 2066 
The following classification societies maintain surveyors at the port: 


Name Telephone Telex Facsimile 
American Bureau of 

Shipping 231 6422 AA27122 221 3775 
Bureau Veritas (02) 419 4977 AA26352 419 5128 
Germanischer Lloyd (02) 957 6150 AA72081 954 4095 
Lloyd's Register (02) 262 1424 AA26164 290 1145 
Nippon Kaiji Kyokai (02) 233 7751 AA71391 223 3051 
Det Norske Veritas (02) 922 1966 AA26447 929 8792 


GANGWAY/DECK WATCHMAN: (Shore) Gangway watchpersons are 
available if the ship is unable to supply a crew member. The stevedoring 
companies are able to supply such a watchperson. A Gangway 
Watchperson is not required for vessels under 3,000 tonnes gross. 
Additional Watchpersons can be provided upon (Agents) request. 


HATCHES: Hatches are normally opened and closed by ships’ crew. 
However, if it is necessary to close hatches during loading in order to 
load containers on deck, the hatches are usually closed by wharf labour. 


CUSTOMS ALLOWANCES: 200 cigarettes (or equivalent in tobacco 
products), and 1 litre of alcohol (opened) per crew member. 


CARGO GEAR: Except as indicated under “Bulk Cargo Facilities” and 
“Specialised Cargo Handling Facilities” loading and discharging is by 
ship’s gear. (also see “Cranes”). 

Lighters, of 100 to 400 tonnes capacity, are available from: 
pee Lighterage Pty. Ltd., Oxley St., Glebe, NSW 2037. Tel: (02) 

1922. 

Stannard Bros. Launch Services Pty. Ltd., P.O Box 92, Balmain, NSW 

2041. Tel: (02) 810 0537. Telex: AA20194. Fax: (02) 810 6114. 


REPATRIATION: Full facilities are available for effecting crew changes 
and arranging any necessary repatriation. 


AIRPORT: Sydney (Kingsford-Smith) Airport is 9 km. from the city 
centre. There are frequent flights to and from many national and 
international destinations, served by: Air India, Air New Zealand, Air 
Niugini, Alitalia, Ansett Airlines of Australia, Australian Airlines, British 
Airways, Cathay Pacific Airways Ltd., Continental Airlines, Garuda 
Indonesian Airlines, Japan Air Lines, KLM Royal Dutch Airlines, 
Lufthansa, Malaysia Airline System (MAS), Philippines Air Lines, Qantas 
Airways, Singapore Airlines, South African Airways, TWA Trans World 
Airlines, Thai International, United Airlines, UTA French Airlines and 
Yugoslav Airlines (JAT). 


TIME: See “General” before first port. 


HOLIDAYS: (Throughout New South Wales): January 1st*, (New Year's 
Day) January 26th", (Australia Day); Good Friday and Easter Monday**; 
April 25th* (ANZAC Day); second Monday in June (Queen of Australia’s 
Official Birthday); first Monday in August (Bank Holiday); first Monday 
in October (Labour Day); 25th December* (Christmas Day); 26th 
December* (Boxing Day). 

“When any of these dates is a Sunday the next day (Monday) is a 
holiday. When 26th December is on a Monday the next day (Tuesday) 
is a holiday. 

_ “*Easter Day (the Sunday between Good Friday and Easter Monday) 
is generally the first Sunday after the first full moon after 21st March. 


POLICE/AMBULANCE-FIRE: There are numerous stations around and 
adjacent to the port. The telephone number for all emergency services 
is 000 (tell the operator which service is required). 

Both “Sydney Maritime” and “Harbour Control” (See “VTS/VHF") 
have direct lines to the emergency services. The Port Authority has an 
emergency service tug, with fire-fighting capability, on continuous 
standby. The Water Police service has patrol launches on continuous 
duty, and can summon helicopter assistance at short notice. 


AUSTRALIA 


EMERGENCY CO-ORDINATION CENTRE: In the event of an 
emergency within the port appropriate contingency plans will be 
implemented by the ports Duty Harbour Master (for Marine 
emergencies) or the Police (for shore emergencies). 

For marine emergencies beyond the port area the central authority 
(for the whole of Australia) is: Federal Sea Safety and Surveillance 
Centre, Canberra: 

Tel: Reports and Enquiries (062) 47 6666 (toll-free). 

“Ausrep” Enquiries (062) 68 7920. 

Search and Rescue (062) 47 5244. 

Telex: AA62349. 

Fax: (062) 57 2036. 

TELEPHONES: Telephones can be placed on board (by prior 
arrangement through ship's Agent) at all fixed berths owned by the Port 
Authority; at Snails Bay Dolphin Berths; and at most private berths. 
Telephones are not available at buoy berths, but VHF link calls can be 
made (even at fixed berths) by poste Da bcp Radio on Channel 26 or 
Channel 23 (but check channel free before calling). 

SERVICES: Sullage, garbage, and bilge slops disposal services are 
available. Shore Power (240V/15A/50Hz and 415V/30A/50Hz or 415V/ 
60A/50Hz) is available at many fixed berths. Extension of certificates is 
possible. Many other services are available, including: compass 
adjusting; radio and radar repairs; charts and nautical publications; 
sounding and course recorder paper; Notices to Mariners (Australian, 
New Zealand, British, USA and Indian); and safety equipment. 
BANKS: Almost 100 banks have branches or representative offices in 
the port, including the following (all addresses suffixed “Sydney NSW 
2000”) 


Australia & New Zealand Banking Group Ltd., 20 Martin Place, Tel: 
(02) 227 1911. Telex: AA29800. 

Australian Bank Ltd., 17 O'Connell St., Tel: (02) 264 8000. Telex: 
AA72253. 

BNP Banking Group (Banque Nationale de Paris), 12 Castlereagh St., 
Tel: (02) 232 8733. Telex: AA20132. 

Bank of America, 167 Macquarie St., Tel: (02) 221 1588. Telex: 
AA25041. 

Bank of New Zealand, 333 George St., Tel: (02) 290 6666. Telex: 
AA23240. 

Barclays International Australia Ltd., 25 Bligh St., Tel: (02) 233 6622. 
Telex: AA71237. 

Commonwealth Bank, Cnr. Pitt St. and Martin Pl., Tel: (02) 238 3155. 
Telex: AA120345. 

First National Bank of Boston, Qantas International Centre. Tel: (02) 
241 1466. Telex: AA27087. 

First National Bank of Chicago, 50 Bridge St., Tel: (02) 233 2875. 
Telex: AA23189. 

Hong Kong Bank Group, 14 Martin Place, Tel: (02) 225 1888. Telex: 
AA24866. 

Lloyd’s Bank International Ltd., 35 Pitt St., Tel: (02) 239 5555. Telex: 
AA26115. 

Midland International (Australia) Ltd., Cnr King and Clarence Streets, 
Tel: (02) 290 8800. Telex: AA24197. 

National Australia Bank Ltd., 313 George St., Tel: (02) 239 0399. 
Telex: AA20300. 

National Westminster Bank Ltd., MLC Centre, Tel: (02) 232 8744. 
Telex: AA24491. 

Nordic Bank pic, AMP Centre, Tel: (02) 232 6866. Telex: AA26425. 

Overseas Chinese Banking Corp. Ltd., 17 Bridge St., Tel: (02) 235 
2022. Telex: AA74295. 

Overseas Union Bank Ltd., 23 Hunter St., Tel: (02) 233 4211. Telex: 
AA75872 

State Bank of New South Wales, 55 Elizabeth St., Tel: (02) 226 8000. 
Telex: AA74239. 

Svenska Handelsbanken, 50 Bridge St., Tel: (02) 223 1866. Telex: 
AA72841. 

Swiss Bank Corp, Australia Sq., Tel: (02) 251 1833. Telex: AA122270. 

Westpac Banking Corp., 60 Martin Pl., Tel: (02) 226 3311. Telex: 
AA22891. 

STORING: See “Prelims”. 

Ships can be stored by truck at all fixed berths, and by barge at all 
berths. 

Dry cargo ships can take stores while the ship is working cargo; 
trucks and barges are permitted alongside. Tankers can also take 
stores while the ship is working cargo; barges are permitted alongside, 
but trucks are stopped at least 30 m. from the ship. 

Fork-lift trucks are available only at dry cargo berths. Stores are 
normally loaded by ship’s crew, but shore labour is available if required. 

An “Application to Take on Board Ship's Stores” (Form 43) must be 
eg with Customs by the ship's Agent. Once approval has been given 
by Customs, the Agent lodges an “Entry for Exportation of Customable 
and Excisable Goods” (Form B958) to allow goods to be delivered from 


bond. 

SHIP SUPPLY SERVICE: Supply by Water Transport: Supply craft, if 
available, will be provided by Stannard Bros or Harbour Lighterage if a 
vessel requests ship stores to be delivered at an anchorage or buoy 
mooring within the Port. 

Should a vessel, which has been anchored off the Port for a protracted 
period, require stores replenishment in quantity, the normal procedure 
would be to enter the port, and anchor “on the bank” to enable stores 
to be loaded relatively quickly and in quantity. 

Should a vessel anchored off the port require delivery of individual 
(limited) packages of stores, then this could be supplied, subject to 
weather and sea condiitons. 

Supply by Helicopter Services: 
A. Commercial: 
The following helicopter companies will provide stores transportation 
services if requested. 
(a) Heli-Aust Bankstown 
24 hour service 
Tel: 707 4236. Fax: 708 9061. 
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(b) Heli-flite 
24 hour service 
Tel: 680 1511. Fax: 899 1315. 

The following helicopter services (Non-Commercial) are available in 
cases of emergency, i.e. evacuation of a sick/injured crew member(s) 
or delivery of essential medical supplied, or similar cases of an 
emergency nature. 

B. Non-Commercial: 
(a) Services — Westpac 
Tel: (02) 311 3499 or 
Tel: 311 3122 (emergency only) 
(b) Care-flite 
24 hour emergency service 
Tel: 633 6111. 
GARBAGE DISPOSAL: Contact Seaway Disposal. Tel: 810-2472. 
tien: dy OlL DISPOSAL: By tanker trucks only. Also see “Waste 


Disposal’. 

SEAMAN’S CLUBS: Flying Angel, 439-441 Kent Street. Tel: (02) 264- 
9900. Services: Meals, snacks, football, shop, money exchange, 
international telephone and mini-bus service. 

SHORE LEAVE: There are normally no restrictions on crew members’ 
shore leave. Crew members are not required to carry identification 
documents while ashore (see “Identification Cards”). 
IDENTIFICATION CARDS: Under Section 23 of the Migration Act 1958/ 
64, Masters of ships nsereeins Australia from overseas are required to 
have in their possession an identity card (in an approved form) for each 
member of the crew (other than for crew members exempted as below). 
This provision is included in the Act to ensure that positive identification 
is available to Customs officers if a crew member deserts the ship. Cards 
can be prepared after arrival of the ship, but shore leave will be delayed 
until this has been completed (a photograph is required). 


The following persons are not required to possess identification cards: 


citizens of Australia; citizens of New Zealand; Masters of all ships. 

Citizens of the following countries need not complete identification 
cards, provided they possess a relevant Seaman's Identity Book or 
Discharge Book: Canada, Denmark, Fiji, Ghana, Hong Kong, India 
Israel, Italy, Japan, Malaysia, Norway, South Africa, South Korea, 
Pakistan, and United Kingdom. 

All of the above documents must remain in the Master's custody at 
all times, and must be produced upon demand by Customs Officers. 
REGULATIONS: There are regulations concerning oil, noise and smoke 
pollution; carriage and handling of dangerous goods; and safety. In the 
event of an alleged breach of such regulations the ship's Master may 
authorise the Agent (if agreeable) to accept any subsequent summons 
. pe aap in court on behalf of the Master; this avoids delaying the sailing 
of the ship. 

DEVELOPMENTS: Woolloomooloo: All berths been 
decommissioned. 

Sydney Cove: No. 7 has been demolished. 

Walsh Bay: All berths have been permanently decommissioned and are 
to be redeveloped for non-port purposes. 

Darling Harbour: No. 7 Darling Harbour has been decommissioned; 
No. 26 has been permanently decommissioned; all berths Southward of 
No. 26 have been demolished, and the area has been redeveloped for 
non-port purposes. 

Pyrmont: All berths, except No. 12 and 13, are being redeveloped for 
non-port purposes. 


have 


RADIO OFFICER’S REPORT: September 1990. 

Sydney was the second port of call in Australia. 
Documents: Customs and Quarantine will board the ship. Sealed 
envelope from Customs in Melbourne handed over. 

2 copies Ports of Call List. 

1 copy Ship's Pets. 

3 copies Crew List. 


AUTHORITY: The Maritime Services Board of New South Wales, 
Sydney Ports Authority. Postal address: P.O.Box 32, Sydney, N.S.W. 
2001. Office address: 14th Floor, M.S.B. Tower, 207 Kent Street, Sydney 
2000. Tel: (02) 364 2111. Telex: 72046 Msbspt. FAX: (02) 27 7892. 
Contact: Captain R. McGee, Harbour Master, Sydney Ports Authority. 
(See also under “VTS/VHF" for details of Port Operations Centre 


numbers). 
AGENT: Head Office: Patrick Sleigh lair? Agencies Pty. Ltd., 
G.P.O.Box 3976, Level 14, 309 Kent Street, Sydney, N.S.W. 2000. 


Tel: (02) 299 1411. Telex: 20618 PATSLE. Fax: (02) 299 2585. 
Seagram Code: 2SPATSLE. 


THEVENARD, S.A.: 32.09 S. 133.39 E. 


PORT LIMITS: As marked on Chart AUS. 
Thevenard). 

DOCUMENTS: All documents necessary for first entry vessels are as 
for other Australian ports (i.e. Customs, Health, etc.). 

PILOTAGE: Compulsory. Pilots board approximately 2 miles seaward 
of Entrance Beacon (3 miles seaward of No. 1 Light Beacon). Pilot vessel 
“Eyre” 15 m. LOA orange hull and yellow superstructure. “Pilot” in black 
on superstructure. Vessels awaiting Pilot for extended periods should 
anchor approx. 235°— 4 miles from Entrance Beacon. Vessels 
approaching pilot station should take care not to approach the Entrance 
Beacon before Pilot has boarded owing to restricted sea room. 
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(See Plan) 
120 (Approaches to 


ANCHORAGES: Outer Anchorage as above. Inner Anchorage for 
vessels awaiting berth available in Murat Bay. This is a safe anchorage 
for several vessels at one time, with good holding ground. Pilotage is 
necessary to Inner Anchorage. 
RESTRICTIONS: Daylight berthing only. Sailing at any time. Sailing 
times depending on tide. Tides may be greatly effected by prevailing 
weather conditions — adverse weather can cause a large depression 
below the predicted height. Channel depth 8.2 m. (27 ft.) LW. There is 
a minimum depth of 5.5 m. (18 ft.) in the verne aren off the berths. 
MAX. SIZE: LOA 180 m., beam dependent on LOA as determined by 
Suez Canal formula, but not more than 28 m.. 

Arrival drafts: As vessels are permitted to discharge clean ballast 
whilst alongside, drafts should be as follows: Fore: 2 m. (min.). Aft: 6 m. 


(max.). 

HEALTH: Radio Pratique available within 24 hours of arrival providing 
sufficient information is supplied. Quarantine/Health Officer will still 
board vessel in order to grant formal Pratique. Vessels arriving direct 
from other Australian Ports have Automatic Pratique, but Health Officer 
will still attend the vessel on arrival. 

RADIO: ETA messages for Agents, Harbour Master, etc. may be routed 
through any Australian coastal radio station, the closest being Adelaide 
Radio (VIA), not less than 24 hours prior to arrival. 

VHF: Channels available: 16, 12, 8, 6 and 67. 

Channel 16 used for general call up, and Channel 12 usually used 
for Port operations. Call Sign: Thevenard Port Control. Hours of 
operation: Monday to Friday 0845 — 1700 hrs. except Public holidays, 
or by arrangement. 

TUGS: One tug of 11.4 tonnes bollard pull (650 h.p.), “Wandana”. 
BERTHING: Berth dimensions: Length 198 m. (650 ft.). Width 30 m. 
(100 ft.). Draft subject to keel clearance of 0.76 m. (2 ft. 6 in.) for vessels 
up to 8.2 m. (27 ft.) draft, and 0.91 m. (3 ft.) for vessels over 8.2 m. 
(27 ft.) draft. One wharf, 2 berths, depth alongside 9.8 m. (32 ft.). Head 
in or head out berthing dependent on prevailing weather conditions at 
time of berthing. 

CRANES: Nil. 

BULK CARGO FACILITIES: Movable gantry and conveyor bulk loading 
plant. Single loading spout for each berth, however loading of only one 
vessel at a time is possible. The plant will be manned on a two shift 
basis for 24 hours, with overtime as necessary for vessels loading 
gypsum or salt, and from 0800 hrs. to 2300 hrs. (two shifts), overtime 
as required. Grain loading possible from 0800 hrs. — 2300 hrs. every 
day of the week. 

Bulk Handling Plant Rates: Wheat 400/450* tonnes per hour. Oats 200 
tonnes per hour. Barley 480 tonnes per hour. Gypsum 900 tones per 
hour. Salt 800 tonnes per hour. 

“Dependent on which silo grain is taken from. 

SPECIALISED CARGO HANDLING FACILITIES: None. 

BRIDGES: None. 

STEVEDORES: Ordering of labour organised through Agents and Grain 
Handling Authority. Loading rates as above. 

MEDICAL: One private medical practice available (2 Doctors). Also one 
dental practice. District hospital located at Ceduna (distance 4 km.). 
Ambulance service also available, with connecting air ambulance 
service for transport to Adelaide, if necessary. Vaccination certificates 
as for all Australian ports. 

DENSITY: Average density 1027 — 1028. 

FRESH WATER: Available at 20 tonnes per hour. 

FUEL: Diesel oil available from permanent bunkering facility. Fuel oil 
available by road tanker providing sufficient notice is given of 
requirements (approximately 10 days). 

FIRE PRECAUTIONS: Usual precautions necessary, having in mind 
danger of grain dust. Local Fire Brigade available. International shore 
connection should be connected. 

CONSULS: None. 

REPAIRS: Minor repairs possible. 

DRY DOCKS: None. 

SURVEYORS: (1) Cargo Surveyors available — will be arranged by 
Agents as required. 

(2) Lloyd’s Surveyor should be organised through principal Agents. 
Lloyd's Agent is at Port Adelaide. 

Other Classification Society Surveyors also available in Australia with 
sufficient notice to Agents. None resident at Thevenard. 

HATCHES: Opening and closing by ship's crew. 

CUSTOMS ALLOWANCES: Normal Australian allowances. 

CARGO GEAR: Bulk loading only. 

REPATRIATION: Can be achieved. Arrangements should be made 
through ship's Agent. 

AIRPORT: 7 km. to airport. Kendell Airlines, 6 flights per week. 16 seater 
aircraft. Charter flights can be arranged. 

TIME: See “General” before first port. 

HOLIDAYS: New Year's Day; Australia Day (January); Good Friday; 
Easter Monday; Anzac Day (April); Adelaide Cup Day (May); Queen's 
Birthday (June); Labour Day (October); Christmas Day and Proclamation 
Day (December 26th) 

The bulk loading plant operates on all public holidays except 
Good Friday and Christmas Day. 
POLICE/AMBULANCE/FIRE: Police Tel: 
252404. Fire Tel: 252000. 

EMERGENCY CO-ORDINATION CENTRE: “Coastwatch”’ (Australian 
Coastal Surveillance Organisation) free telephone call from all Australian 
ports by STD or reverse charge (062) 475244. 

TELEPHONES: Telephones placed aboard ship on arrival. Cost approx. 
$40.00 plus $1.50 per day rental. 

SERVICES: Tank and hold cleaning facilities available. 

BANKS: 

Australia and New Zealand Banking Group Ltd., Poynton Street, 
Ceduna, S.A. 5690. Tel: 252202. 

State Bank of South Australia, Poynton Street, Ceduna, S.A. 5690. 
Tel: 252060. 


252001. Ambulance Tel: 


STORING: See “Prelims”. 
1. By truck. 


2. 
3. Wharf access available for trucks. 
4. Wharf access available for fork lifts. 
5. Normal Customs Bond Regulations apply. 

6. Labour available for storing. 
SHORE LEAVE: No restriction. 
IDENTIFICATION CARDS: Normal Australian ID cards necessary, but 
not required to be carried ashore. 
GARBAGE DISPOSAL: Department of Marine and Harbours collect 
garbage on request. Garbage to be placed in plastic bags so as to be 
handled by one man during normal working hours. No extra fees for 
collection charged apart from Quarantine Act = $40.00 per day plus 
$2.70 per man per day. Outside normal working hours (0800 hrs. — 
1630 hrs.) callout fees apply (double time). 
WASTE OIL DISPOSAL: No facilities available. 
SEAMAN’S CLUBS: None. Thevenard Football Club, 500 m. from 
wharf, Thevenard Hotel (licensed), 200 m. from wharf. Ceduna Hotel 
(licensed), 1 km. from wharf. Various church organisations are available, 
check with ship's agent. 
REGULATIONS: No unusual regulations. 
DELAYS: May be experienced due to awaiting tide or awaiting loading 
of other vessels during periods of heavy shipping. 
AUTHORITY: Department of Transport, Marine and Harbours Agency, 
Shipping Pier, Thevenard, S.A. 5690. Te/: (086) 252077. FAX: (086) 
253617. Contact: H.F. Paschburg, Port Manager/Harbour Master (After 
hours (086) 253184). 

Department of Transport, Marine and Harbours Agency, P.O.Box 19, 
Port Adelaide, S.A. 5015. Tel: 47-0725. Telex: 82525. Cables: Harbors. 


AGENT: Sub-agent of Patrick Sleigh Shipping Agencies Pty. Ltd., 
Adelaide. 


THURSDAY ISLAND, Queensland: 10.35 S. 142.13 E. 
(See Plan) 


DOCUMENTS/HEALTH: See “Melbourne”. 
PILOTAGE: Pilotage compulsory. ETA 48 hrs. before arrival stating 
max. draft and direction from which vessel arriving to: Harbour Master, 
Cairns. Tel: 070-527412. Fax: 070-527451. Further amended ETA if 
necessary prior to arrival. Pilot boards 1.5 miles West of Goods Island 
or Scott Rock as required. Harbour Master will advise boarding ground 
after receipt of max. draft and direction from which vessel arriving. Pilot 
vessel white hull, orange top, flying pilot flag. Vessel awaiting Pilot to 
oo West of Black Rock in Normanby Sound or South of Tuesday 
slets. 

Also see “Torres Strait". 
ANCHORAGE: West of Black Rock in 5.5 fathoms. Nurses’ Home over 
shoulder of Black Rock 098° (T) with two white beacons S.E. side Goods 
Island in line 005° (T). 
RESTRICTIONS: Daylight movements only. Draft restricted to 6.0 m. 
LWOST. Deep draft vessels subject to tide. 
VHF: Call sign “Thursday Island Harbour’. Listening watch during 
working hours. Channels 67, 16, 12 and 6. 

Torres Straits Pilots on VHF Channels 16 & 12. Pilot vessel on VHF 
Channels 16 and 6. Call sign “Reef Pilots”. Watch maintained when 
vessels are expected. 


RADAR: None. 
TUGS: No tugs. 
BERTHING: Wharf Length Depth 
(m.) (m.) 
Main 30.0 3.40 
Engineers 27.5 4.20 
Caltex 22.9 00 


5: 

There are barge ramps at Main Wharf and Horn Island Wharf. 
CRANES: None. 
MEDICAL: Notice of required medical attention with ETA message to 
Harbour Master. Hospital, four doctors available. Vaccinations, etc., as 
per Commonwealth of Australia requirements. 
TANKERS: Caltex Fuelling Jetty: 1x 100 mm. pipeline. Loading and 
phe rate 80 t.p.h. Storage capacity 1,000 tons. 
DENSITY: Salt at all states of tide. 
FRESH WATER: Not available to shipping. 
CONSULS: Nil. 
REPAIRS: Deck and engine repairs, excluding large castings. 
FUEL: Bulk distillate available at Caltex Jetty, approx. 20 t.p.h. 
CERTIFICATES: Normal Commonwealth of Australia requirements. 
See “Meibourne”. 
REPATRIATION: Available. 
AIRPORT: Airport on Horn Island, 2 miles by launch, 4 miles by bus. 
Seven flights per week by Australian Airlines. Private charter plane 
available. 
TIME: See “General” before first port. 
HOLIDAYS: Normal Queensland Public Holidays. No cargo can be 
worked on Christmas Day, Good Friday, Anzac Day. 
POLICE/AMBULANCE: Police 69 1520. Ambulance 69 1501. 
TELEPHONES: STD facilities available with several public boxes 
available on the island. 
SERVICES: Garbage disposal. Apply to Harbour Master. 
GARBAGE DISPOSAL: Available only by arrangement with Torres 
Shire Council. Tel: 070-691336. 


AUSTRALIA 


WASTE OIL DISPOSAL: No facilities available. 

SEAMAN’S CLUBS: None. 

DELAYS: As wharf space limited and berthing is on a “first come, first 
served” basis, delays vary with amount of ree 
AUTHORITY: Ports Corporation of Queensland, P.O.Box 109, Thursday 
Island, Queensland 4875, Australia. Te/: (070) 691405. Telex: AA 48869. 


AGENT: Sub-agent of Patrick Sleigh Shipping Agencies Pty. Ltd., 
Brisbane. 


TORRES STRAIT: (Great Barrier Reef). (See Plan) 


NOTE: Two companies are providing Australian Government licenced 
pilots: 

1. Queensland Coastal Pilot Service Pty. Ltd. (QCPS). 

2. Queensland Coast and Torres Strait Pilots Association (QCTSPA). 


1. Queensland Coastal Pilot Service Pty. Ltd. (QCPS). 


PILOTAGE SERVICES: Licensed pilots of the Queensland Coastal Pilot 
Service are available for Torres Strait, the inner Route of the Great 
Barrier Reef, the Great North East Channel and the reef entrances at 
Hydrographers Passage, Palm Passage and Grafton Passage. 

In addition, Pilots of the Queensland Coastal Pilot Service are 
available for pilotage in Papua New Guinea waters (including ports of 
Daru, Umuda and to and from the Kumul Offshore loading facility) and 
also Clarence and Dundas Straits near Darwin by arrangement with the 
Service Operations Office in Brisbane. 

Pilotage is compulsory for all vessels 70 m. or more in overall length 
and all loaded oil tankers, chemical tankers and liquified gas carriers, 
regardless of length, for the Inner Route of the Great Barrier Reef, 
between Cape York (Lat. 10° 41’ S.) and Cairns Roads (Lat. 16° 40’ S.) 
wie passing through Hydrographer’s Passage (off Hay Point/ 

jackay). 

The IMO Recommendation - Resolution A619(15) - covering pilotage 
in Torres Strait and Great North East Channel still applies until a revised 
resolution is ratified. 
AUSTRALIAN GOVERNMENT RECOMMENDATION ON PILOTAGE: 
The attention of Masters is also drawn to an additional recommendation 
by the Australian Government that Masters unfamiliar with the other 
areas of the Great Barrier Reef, outside the compulsory and IMO 
recommended areas, should also engage the services of a Pilot. 
BOARDING STATIONS: 
TORRES STRAIT: 

Booby Island — Lat. 10° 36’ S., Long. 142° 50’ E. 

Goods Island — Lat. 10° 34’ S., Long. 142° 06’ E. 
QUEENSLAND COAST: 

In any port or at the following offshore stations: 


Brisbane Pt. Cartwright — Lat. 26° 43’ S., Long. 153° 11’ E. 
Gladstone North Point — Lat. 23° 44’ S., Long. 151° 22’ E. 
Whitsunday 

Region Edward Island — Lat. 20° 12’ S., Long. 149° 14’ E. 
Cairns Cairns Fairway — Lat. 16° 50’ S., Long. 145° 50’ E. 


Note: Masters of ships transiting the Inner Route to or from New Zealand 
or Southern Australian ports are advised that a facility now exists to 
board and land pilots by helicopter off Edward Island in the Whitsunday 
Region (see above). The boarding ground lies on the direct track outside 
the Whitsunday Passage and involves no deviation. 
BARRIER REEF ENTRANCES: 
Hydrographers 
Passage Blossom Bank — Lat. 19° 43’ S., Long. 150° 26’ E. 
Palm Passage Pith Reef — Lat. 18° 13’ S., Long. 147° 07’ E. 
Grafton 
Passage Euston Reef — Lat. 16° 39’ S., Long. 146° 14’ E. 
GREAT NORTH EAST CHANNEL: 

QCPS Pilots embark or disembark for vessels transiting the Great 
North East Channel at Port Moresby, off Basilisk Light Beacon 
(Lat. 9° 33’ S., Long. 147° 06.3’ E.). This ensures vessels are piloted 
clear of the outer extremity of the Great Barrier Reef. 

Pilots can also join off Point Cartwright (Lat. 26°43'S., 
Long. 153° 11’ E.) for Great North East Channel Transits. 
NORTHERN TERRITORY: 

At or outside the ports of Darwin, Gove and Groote. 

NEW SOUTH WALES: 

At or outside Port Kembla, Botany Bay, Sydney or Newcastle. 
ANY OTHER PLACE: 

By arrangement with the Brisbane office. 

PILOT TRANSFER METHOD: Pilot transfers are conducted by launch 
in all areas except Hydrographers Passage (Blossom Bank), 
Whitsunday (Edward Island) where a land-on helicopter only is used, 
and at Palm Passage (Pith Reef) where a daylight only, land-on 
helicopter is used. Vessels unable to accept a land-on helicopter are 
advised that a launch service is available at Euston Reef (Grafton 
Passage). 

In other boarding areas, and subject to aircraft availability and the 

suitability of the ship, transfers by land-on helicopters may be possible 
and Masters should request this service when ordering a pilot through 
the Brisbane office. 
MAXIMUM DRAFT AND UNDER-KEEL CLEARANCE: The 
Queensland Coastal Pilot Service will accept for pilotage through Torres 
Strait, the Inner Route — South of Cape Flattery and Great North East 
Channel ships with a maximum draft of 12.2 m. as directed by the 
Australian Maritime Safety Authority (AMSA) acting on behalf of the 
Australian Government. 
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GANNET AND VARZIN PASSAGES (BOOBY ISLAND) & PRINCE OF 
WALES CHANNEL: Gannet and Varzin Passages and the Prince of 
Wales Channel, as the main tidally restricted areas, control the passage 
of deep draft vessels. Throughout this area, which extends for some 
30 miles from Gannet and Varzin Passages, through the Prince of Wales 
Channel and to the Herald Patches Buoy, the following minimum Under 


Keel Clearances (UKCs) veda ale pune 
nm 


Drafts Passages P.O.W. Channel 
up to 11.90 m. 1.0 m. 1.0m. 
11.90 m. up to 12.2 m. 1.0 m. 10% of draft 

Masters of deep draft vessels are advised that speed reductions may 

be necessary while transiting Torres Strait. 
Tide Gauges: Radio-transmitted tide gauges operate from Booby Island, 
Goods Island, Turtle Head and Ince Point. These | om oe can be 
monitored throught a vessel's transit to ensure an adequate UKC is 
maintained. 

The tidal information in Torres Strait is continuously recorded and 
periodically updated. Check Hydrographic Surveys are also periodically 
carried out by the Royal Australian Navy Hydrographic Service. 

Advice about any increase in maximum draft will be promulgated in 
Notices to Mariners and other nautical publications. 

TO ORDER A PILOT: 
TORRES STRAIT: 
South and East Bound — Torres Strait and Inner Route: 

Give 4 to 5 days notice to “4BTORRES BRISBANE” by cable or Telex 
AA140222 (answerback TORRES). 
Advise: 

ETA boarding ground 
Is. —-LT = UTC + 10 hours). 

Maximum draft. 

Destination. 

Pilot disembarkation point (if different from destination). 

24 hours and 6 hours prior to arrival, confirm ETA to “4ITORRES 
THURSDAY ISLAND” by cable or Telex AA148048 (answerback 
TORRES). 

Masters should keep in mind when advising of any changes in ETA 
that pilot launches are based at Thursday Island and take approximately 
2 hours for the passage to Booby Island and one hour to Goods Island. 

Masters of deep draft vessels will receive advice from 4ITORRES 
advising them when predicted tidal conditions will permit a transit of 
Gannet and Varzin Passages and the Prince of Wales Channel on the 
day of arrival. 

North and Westbound — Torres Strait & Inner Route: Departing 
Australian Port — request Agent to advise “4BTORRES BRISBANE” of 
rer. 34 requirements allowing as much notice as possible. 

vise: 

Departure port and ETD. 

Maximum draft. 

Pilot disembarkation point. 


(Booby Is. or Goods 


Enteri Pilotage Area from overseas — advise “4BTORRES 
BRISBANE” 4 to 5 days in advance by cable or Telex AA140222 
fopewerers TORRES). 

vise: 


ETA at nominated boarding ground — LT = UTC + 10 hours. 

Maximum draft. 

Pilot disembarkation point. 

24 hours and 6 hours prior to arrival, confirm ETA at designated 
boarding ground to “4BTORRES BRISBANE” by cable or Telex 
AA140222. 

Westbound via Great North East Channel: Five days prior to arrival off 
Basilisk Beacon advise the Brisbane office of ETA, maximum draft and 
destination. 

24 hours and 6 hours prior to arrival at Basilisk Beacon confirm ETA 
to HARBOURS, Telex NE22243 (Papua New Guinea Harbours Board). 
HYDROGRAPHERS PASSAGE: Give 4 to 5 days notice to “4BTORRES 
Pt by cable or Telex AA140222 (answerback TORRES). 

vise: 

ETA boarding ground (Blossom Bank — LT = UTC + 10 hours). 

Maximum draft. 

Destination. 

Pilot disembarkation point (if different from destination). 

24 hours and 6 hours prior to arrival, confirm ETA to either Telex 
AA146085 aba cha HELIJET) or by cable to “4MTORRES 
MACKAY” through Townsville Radio or Perth Radio. 

GRAFTON PASSAGE/PALM PASSAGE: Give 4 to 5 days notice to 
“4BTORRES BRISBANE” by cable or Telex AA140222 (answerback 
TORRES). 

Advise: 

ETA boarding ground (Euston Reef/Pith Reef — LT = 
hours). 

Maximum draft. 

Destination. 

Pilot disembarkation point (if different from destination). 

24 hours and 6 hours prior to arrival, confirm ETA at designated 
boarding ground to “4BTORRES BRISBANE” by cable or Telex 
AA140222. 

This message will be acknowledged by Brisbane office and Masters 
will be advised of future ETA update requirements. 
COMMUNICATIONS: 

RADIO MESSAGES: ETAs should be given in UTC/GMT/Z and 
indicated in message. 

All messages to 4BTORRES will be ack ed. 
VHF: Pilot launches and helicopters used by the Service keep a listening 
watch on Channel 16 when on station. In the Cairns area the Service 
maintains a long-range VHF watch on Channel 79. At Hydrographers 
Passage ships will be asked to change to Channel 9 after initial contact 
is made on Channel 16. 

The call sign for Service launches and helicopters is “Coast Pilots”. 
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UTC + 10 


Vessels approaching Torres Strait from the West should make contact 
on Channel 16/79 with the Thursday Island base pilot station 2 hours 
prior to reaching the Pilot Boarding Ground. Channel 79 has extended 
range and if no contact has been made on this channel, “Coast Pilots” 
should be called on Channel 16. 

INTERNATIONAL RADIO WATCH HOURS: All vessels are requested 
to maintain International Radio Watch hours when between Carpentaria 
Light Vessel and Gubbins Reef in the Inner Route or Bramble Cay in 
the Great North East Channel, (see Australian Notice to Mariners 
No. 415/1975). A continuous VHF watch on Channel 16 should be 
maintained over the same area in accordance with the SOLAS 74 
requirements (Chapter IV Reg. 8, as amended 1981). 

REFERENCES: Australian Pilot, Vol. 3, 1973; pp 81 & 234-237. 

Australian Notices to Mariners Nos. 138/1970, 415/1975, 37/1978. 

Australian Annual Notice to Mariners Nos. 22 and 23. 


SHIPMASTER‘S REPORT: August 1992. 
Pe hcg on passage from Whangarei to Singapore. 

ote: 

Pilots advise change in boarding area to Dalrymple Island. No longer 
necessary to call off Port Moresby. This cuts pilot on board distance by 
about 180 miles. 

Unquote. 

Editor's Note: 

Vessels transiting the Great North East Channel are advised that IMO 
Resolution A711(17) (Use of Pilotage Services in the Torres Strait and 
the Great North East Channel) designates the extremity of the 
recommended area as Bramble Cay (9° 09’ S., 143° 53’ E.), which is 
Pi dei oy beyond the present Pilotage Boarding Ground off Dalrymple 
s' [ 


SHIPMASTER’S REPORT: December 1993. 
Torres Strait Pilot Associations: 

On this occasion (loaded passage from Kumul to Dalian), we were 
instructed to sail via Torres Strait. 

Torres Pilot of the Queensland Coastal Pilot Service boarded at Kumul 
during final stage of loading on December 2nd and left vessel off Booby 
Island on December 3rd at 1506 hrs. 

Nomination: On this occasion | selected “Torres Strait Brisbane”, merely 

guided by the “Guide”. The given information herein was in line with my 

prea earlier this year (April), when we also passed through Torres 
trait. 

We sent our initial telex to “Torres Brisbane”, copied to the old telex 
number of Thursday Island Pilots, unaware of the present situation of 
two competitive Pilot Associations covering the same area. However, 
within one hour | knew there were now two Associations. 

| then nominated Coastal Pilots as their pilot should join the vessel at 
Kumul. Two reasons for that decision, the weather was not very 
favourable in the area, and having a pilot already on board saves up to 
one hour, as you now can pass Dalrymple Island at full speed, no 
slacking down, etc. 

Performance: In my opinion, both Pilot Associations will perform equally. 
They are the same pilots as in earlier days, only they split themselves 
on July 1st 1993. 

Coastal Pilots is more or less the old organisation, kept the Brisbane 
Office with the telex number, and have kept their relations with agencies. 

Reef Pilots are the split ones and kept the launches in Torres Strait 
and the old telex numbers, but severed connections with agencies. 
Passages: For most passages through Torres Strait, Barrier Reef and 
Great North East Channel, both Associations can be used. 

Exception: When using Great North East Channel and Torres Strait 
coming from the East, Coastal Pilots do not (yet) have launch facilities 
at Dalrymple Island, and pilots have to board off Port Moresby. 

When coming from New Zealand, there is no deviation, only that the 
pilot is on board for an extra 180 miles. However, coming from the South 
(Australia/Tasmania), ships have to deviate. 

In this case, ships normally will use “Reef Pilots”, as they have the 
launch facilities at Dalrymple Island. 

The same applies for the other way, when “Reef Pilots” can leave at 
Dalrymple Island, while “Coastal Pilots” have to disembark off Port 
Moresby 

According to our pilot, there are plans (maybe vague ones), that in 
near future “Coastal Pilots” will also have launch facilities off Dalrymple 
Island. 

Up to now, Masters are not coerced into traversing the Great N.E. 
Channel without a pilot as “Reef Pilots” are available. 


AUTHORITY: Queensland Coastal Pilot Service Pty. Ltd., Brisbane 
Operations Office, 13th Floor, Poy House, 145 Eagle Street, 
Brisbane, Australia. (Postal address: Box 209, Brisbane, Qid 4001, 
Australia). Tel: 61-7-8395144. Telex: AA140222. Cables: 4BTORRES. 
FAX: 61-7-8395242. After Hours Contact: Perry Sutton, Tel: 61-7- 
3991478. lain Steverson, Tel: 61-7-2632642. 


2. Queensland Coast and Torres Strait Pilots Association 
(QCTSPA): 


PILOT SERVICES: Licensed pilots of the Queensland Coast and Torres 
Strait Pilots Association are available for Torres Strait, the Inner Route 
of the Great Barrier Reef, the Great North East Channel and the reef 
entrances at Hydrographers Passage, Palm Passage and Grafton 
Passage. 

In addition, pilots are available for pilotage through China Strait and 
Raven Channel in Papua New Guinea and also Clarence Strait near 
Darwin, by arrangement with Queensland Coast and Torres Strait Pilots 
Association Pty.Ltd. (the Association office). 


Compulsory Pilotage: Pilotage is compulsory in the Inner Route of the 
Great Barrier Reef between Cape York (Lat. 10°41’ S.) and Cairns 
(Lat. 16° 40’ S.), and also at Hydrographers Passage. All vessels 70 m. 
or more in length and all loaded oil tankers, chemical carriers and 
liquified gas carriers, regardless of length, are required by law to use 
the services of a licensed pilot. 
IMO Recommendation A(7 10) on Pilotage: The attention of Shipmasters 
is drawn to the IMO Recommendation on Pilotage in Torres Strait and 
the Great North East Channel, which recommends that: 
Ships of 70 m. and over and all loaded oil tankers, chemical carriers 
or liquified gas carriers, irrespective of size, use the services of a 
Queensland Coast and Torres Strait Pilot when navigating in the 
Torres Strait and the Great North East Channel. 
BOARDING STATIONS: 
TORRES STRAIT: 
Booby Island — 24 hour launch or land-on helicopter — Lat. 10° 36’ S., 
Long. 141° 50’ E. 
Goods Island — 24 hour launch or land-on helicopter — Lat. 10° 34’ S., 
Long. 142° 02' E. 
QUEENSLAND COAST: 
In any port or at the following offshore grounds: 


Brisbane Pt. Cartwright — launch — Lat. 26° 43’ S., 
Long. 153° 11’ E. 
Gladstone N Point — launch — Lat. 23° 44’ S., 
Long. 151° 22’ E. 
Whitsunday Edward Island — land-on helicopter only — 
Region Lat. 20° 12’ S., Long. 149° 14’ E. 
Cairns Cairns Fairway — launch — Lat. 16° 50’ S., 


Long. 145° 50’ E. 
BARRIER REEF ENTRANCES: 
Hydrographers Blossom Bank — land-on helicopter only — 
Passage Lat. 19° 43’ S., Long. 150° 26’ E. 
Palm Passage Pith Reef — land-on helicopter only — 
Lat. 18° 13’ S., Long. 147° 07’ E. 
Grafton Euston Reef — launch — Lat. 16° 39’ S., 
Passage Long. 146° 14’ E. 
GREAT NORTH EAST CHANNEL: 
Dalrymple Island 24 hour launch or land-on helicopter — 
Lat. 9° 34’ S., Long. 143° 24’ E. 
NORTHERN TERRITORY: 
At the ports of Darwin, Gove and Groote Eylandt. 
NEW SOUTH WALES: 
At or outside Port Kembla, Botany Bay, Sydney or Newcastle. 
ANY OTHER PLACE: 
By arrangement with the Association office. 
MAXIMUM DRAFT AND UNDER-KEEL CLEARANCE: The 
Queensland Coast and Torres Strait Pilot Service will accept for pilotage 
through Torres Strait, the Inner Route and Great North East Channel 
ships with a maximum draft of 12.2 m. (Ref: Australian Marine Notice 
23/1994). 
GANNET PASSAGE (BOOBY ISLAND) AND PRINCE OF WALES 
CHANNEL: Gannet Passage or Varzin Channel at Booby Island, and 
the Prince of Wales Channel, as the main tidally restricted areas, control 
the passage of deep draft vessels. Throughout this area, which extends 
for some 30 miles from Booby Island, through the Prince of Wales 
Channel to the Herald Patches buoy, the following minimum Under-Keel 
Clearances (UKCs) apply: 
Gannet and Varzin 


Drafts Passages P.O.W. Channel 
up to 11.90 m. 1.0m. 1.0m. 
over 11.90 m. 1.0 m. 10% of draft 


Masters of deep draft vessels are advised that speed reductions may 

be necessary while in Torres Strait. 
Tide Gauges: Radio-transmitted tide gauges for Booby Island, Goods 
Island, Turtle Head and Ince Point are broadcast on VHF Channel 88. 
These gauges can be monitored throughout a vessel's transit to ensure 
an adequate UKC is maintained. 

The tidal information in Torres Strait is continuously recorded and 
periodically updated. Check hydrographic surveys are also periodically 
carried out by the Royal Australian Navy Hydrographic Service. 

TO ORDER A PILOT: 

TORRES STRAIT: 

SOUTH AND EAST BOUND via Inner Route or Great North East 
Channel: Five days before arrival, contact the Association office (Telex 
AA140003 BRISBANE, answerback REEFS, or cable 4BREEFS 
BRISBANE), giving ETA, boarding ground required (Booby or Goods 
Island), maximum draft, destination and required pilot disembarking 
place (if different from destination). 

24 hours and 6 hours before arrival, confirm ETA to telex AA48822 
THURSDAY ISLAND (answerback TORIND), or cable 4ITORIND 
THURSDAY ISLAND. Advise Torind if the vessel has sufficient 
clearance (minimum 20.9 m.) to enable a helicopter to land. 

Three hours before arrival at Booby Island, or 2 hours before arrival 
at Goods Island, confirm ETA to “REEF PILOTS” on VHF Channel 20. 
NOTE 1: Ships using direct ship-to-shore telex should note that the telex 
machine at the pilot station on Thursday Island is tended only in office 
hours (0700 — 2000 EST). During outside hours, it is more reliable to 
cable 4ITORIND. 
NOTE 2: Masters should keep in mind when advising changes in ETA 
that pilot launches are based at Thursday Island, and take 2 hours for 
the trip to Booby Island and one hour to Goods Island. 
NOTE 3: Masters of deep draft vessels will receive a cabled reply from 
TORIND, advising them when predicted tidal conditions will permit a 
transit of Gannet/Varzin and the Prince of Wales Channel on the day of 
arrival. 
NORTHBOUND via the Inner Route: \f in an Australian port, instruct the 
Agent to arrange a pilot with the Association office, giving as much notice 
= possible and advising the departure port, ETD, maximum draft and 

lestination. 


AUSTRALIA 


If from an overseas port and requiring a pilot at any offshore pilot 
boarding ground, 5 days prior to arrival, advise the Association office of 
ETA at the nominated boarding ground, maximum draft and destination. 
WESTBOUND via Great North East Channel: Five days prior to arrival 
at Dalrymple Island, advise the Association office of ETA, maximum 
draft and destination. 

HYDROGRAPHERS PASSAGE (See also HAY POINT): 

Four days prior to arrival at Blossom Bank, advise the Association 
office of ETA, maximum draft, destination, and confirm suitability for 
land-on helicopter transfer. 

24 hours and 6 hours prior to arrival, advise 4MREEFS MACKAY (via 
Townsville Radio, VIT) confirming or amending the ETA. 

PALM PASSAGE: 

Five days prior to arrival at Pith Reef, advise the Association office of 
ETA, maximum draft and destination. 

This initial message will be acknowledged by the Association office. 
Masters will be advised of future ETA update requirements. 
GRAFTON PASSAGE: 

Five days prior to arrival at Euston Reef, advise the Association office 
of ETA, maximum draft and destination. 

This initial message will be acknowledged by the Association office. 

24 hours and 6 hours before arrival, confirm ETA to 4CREEFS 
CAIRNS or telex 146120 REEFS. 

COMMUNICATIONS: 

TELEX AND RADIO MESSAGES: All ETAs should be given in Eastern 
Standard Time (GMT + 10 hours). Queensland, unlike other Australian 
States, has no Summer Time. 

All initial messages addressed to the Association office will be 
acknowledged. Masters will be advised of future ETA update 
requirements. 

VHF: The standard VHF radio call-sign for the Queensland Coast and 
Torres Strait Pilot Service in all areas is “REEF PILOTS”. 
Calling/working channels: 


Torres Strait Channel 20 calling and working (long 
range VHF). 

Cairns/Grafton Passage Channel 20 calling and working (long 
range VHF). 


Palm Passage Channel 16 calling, Channel 12 working. 
Hydrographers Passage Channel 16 calling, Channel 9 working. 
Edward Island Channel 16 calling, Channel 9 working. 


Dalrymple Island (GNEC) Channel 20 calling and working (long 


uate rd 

INTERNATIONAL RADIO WATCH HOURS: All vessels are requested 
to maintain International Radio Watch hours when between Carpentaria 
Light Vessel and Gubbins Reef in the Inner Route or Bramble Cay in 
the Great North East Channel (see AUS N.M. 415/1975). A continuous 
VHF watch on Channel 16 should be maintained over the same area in 
accordance with the SOLAS 74 Requirements (Chapter IV Reg. 8, as 
amended 1981). 

REFERENCES: Australia Pilot, Vol 3, (NP15), and Annual Australian 
Notices to Mariners, No. 22, 23 and 24. 

AUTHORITY: The Queensland Coast and Torres Strait Pilots 
Association Pty.Ltd., Suite 14, 2 Argyle Street, Breakfast Creek, 
Queensland 4010, Australia. (Postal address: P.O.Box 338, Albion, 
Queensland 4010, Australia). Te/: (07) 262-4600. Telex: AA140003, 
answerback REEFS. Cables: 4BREEFS BRISBANE. FAX: (07) 262- 
5633. Contact: Richard Newman, Operations Manager, after hours (07) 
379-3952, after hours mobile (018) 781-602. 


TOWNSVILLE, Queensland: 19.15 S. 146.50 E. 
(See Plan) 


PORT LIMITS: Jurisdiction: The Townsville Port Authority exercises 
jurisdiction over the Port of Townsville. 

Commencing at the HW mark at the most Northern extremity of Cape 
Cleveland, thence by a line to a point Lat. 19°05’ 30”S., Long. 
146° 52’ E., thence by a line due Westward to 146° 45’ E., thence by a 
line due South to HW mark at a point on the mainland, thence by HW 
mark to the point of commencement and including all navigable rivers 
hr aaa with that area and the banks and shores and foreshores 

ereof. 

The Harbour Master, representing the Department of Harbours and 
Marine, controls the movement of vessels within the port area whilst the 
allocation of berths and moorings is controlled by the Port Authority. 
APPROACHES: The approach to Cleveland Bay from the Southward 
is clear of dangers, with the exception of Salamander Reef, the Four- 
foot Rock, and the Twenty-foot Rock, all these lying within a radius of 
3 miles of Cape Cleveland Lighthouse. 

To clear these dangers, passing North of them bring Mount Marlow 
in transit with the extremity of Hawkings Point, bearing 265° (258° Mag.) 
before approaching within 5 miles of Cape Cleveland, which will then 
bear 252° (245° Mag.). Proceeding into Cleveland Bay a depth of not 
less than 8.2 m. will be obtained by keeping North of the line Mount 
Marlow in line with Hawkings Point. 

Approaching Cleveland Bay from the Northward, passing East of 
Magnetic Island a vessel should keep at least half a mile off Magnetic 
island shore to obtain not less than 11 m. of water at LWOST. The shore 
is steep to except for Orchard Rocks off the N.E. extremity of the island. 

There is good holding orang everywhere in Cleveland Bay and 
vessels awaiting Pilot should anchor according to draft and as close to 
the Fairway Beacons as possible. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


ENTRANCE CHANNELS: Depth in the 92 m. wide entrance channels, 
which are marked by pairs of lighted beacons, is 11.2 m. at LAT (subject 


to change 

the Bae Channel is 1.75 miles in length and Platypus Channel 
3.5 sine the channels alter in direction at Beacons No. 6 and No. 7. 
For detailed information see Queensland Sailing Directions. 


DOCUMENTS: Customs: 
3 Crew Lists — Form M & S—11. 
Passenger Lists, if applicable. 
Lists of Ports of Call. 
Form 42A — Ship's Stores. 
Form 5 — Articles Owned by or in the possession of Master, Officers 
and Crew. 
Form QA4 — Quarantine Notice. 
Forms QA5 — Quarantine Shipmaster'’s Bond. 
Inward Manifests. 
Bill of Lading. 
Form 40 — Application for Clearance and Guarantee to Pay Duty. 


PILOTAGE: Pilotage is available 24 hours a day, 7 days a week, subject 
to notice. Unless a Master is the holder of a Current Certificate of 
Exemption, pilotage is compulsory and vessels requiring the service 
should cable draft and probable time of arrival to their Agent, or to 
Harbour Master, Townsville, from their last port of departure, or advise 
by radio at least 24 hours before arrival (Telex: Hartow 47124; Fax: (077) 
212028). 

The pilot vessel is equipped with VHF Radio, having international 
frequencies 16 and 67 and all working frequencies. 

Vessels are boarded within one half-mile of Fairway Beacons, but for 
vessels within draft of less than 7.5 m., pilots prefer to board about a 
half mile East off No. S 10 Beacon, off the Platypus Channel entrance. 
Coastal and Reef Pilotage: Pilotage through the Inner Route of the Great 
Barrier Reef to Torres Strait, and also Palm P: , is conducted by 
licensed pilots of the Queensland Coastal Pilot Service Pty.Ltd. and the 
Queensland Coast and Torres Strait Pilot Service. See “Torres Strait” 
for details. 

Masters are advised that pilotage in the Inner Route and at 
Hydrographers Passage is compulsory. Pilotage in the Great North East 
Channel is recommended by IMO. See “Torres Strait”. 


ANCHORAGES: Boundaries: Orchard fRocks/Cape Cleveland. 
Cleveland Bay Depths 8.2 m. to 12.2 m. 


RESTRICTIONS: There are no restrictions on the movement of vessels, 
provided under keel clearance of 0.9m. is maintained. Under keel 
clearance of 0.6 m. is required at all times when the vessel is made fast 
to a berth. 

Harbour Depths at L.A.T.: 


—==-00 


=-MN — 


Sea Channel 11.2 m. 
Platypus Channel 11.2 m. 
Deep Draft Swing Basin, to Berths 1, 2 and 3 11.4m. 
*No. 1 (Tanker) Berth 11.0 m. 
*No. 2 Berth 11.7 m. 
*No. 3 (Portainer Crane only) Berth 12.3 m. 
No. 3 (including Ro-Ro) Berth 12.3 m. 
“No. 4 (General Cargo and Ro-Ro) Berth 10.4 m. 
“No. 6 (General Cargo) Berth 4.7m. 
*No. 7 (Minerals) Berth 10.6 m. 
*No. 8 (Freezer) Berth 10.1 m. 
*No. 9 (Bulk Sugar Gantry) Shed 10.7 m. 
No. 10 (Container/Ro-Ro Berth) 7.6 m. 
Between Nos. 4 and 6 (77 m.) 10.6 m. 
Between Nos. 7 and 8 (84 m.) 10.5 m. 
Between Nos. 9 and 10 (142 m.) 10.7 m. 


* Depths at 4.5 m. off fender piles. 


HEALTH: Pratique: Townsville is a First Port of Entry and notification 
of quarantine inspection. Requirements should be made not more than 
24 hours nor less than 12 hours in advance. Inspections may be carried 
out at all hours at the wharf or at the quarantine anchorage, at the 
discretion of the Quarantine Officer. Rat guards are to be maintained 
on all mooring lines while vessels are berthed in the Townsville Harbour. 


MAX. SIZE: 
Max. Length Wharf Deck 


Berth No. Length of Vessel at L.A.T. 
1 270 m. 238 m. 5.46 m 
2 254 m. 238 m. 6.07 m 
3 254 m. 238 m. 6.07 m 
3 Ro/Ro pad _ 5.09 m. 
4 228 m. 220 m. 5.46 m. 
4 Ro/Ro pad _ 5.09 m. 
6 122 m. 160 m. 5.37 m 
7 183 m. 180 m. 5.37 m 
8 213 m. 205 m. 5.77 m 
9 228 m. 215m. 5.77 m 

10 160 m. 152 m. 5.27 m. 


The maximum length of a vessel entering No. 4 Berth is 220 m., but 
only on condition that any vessel berthed at No. 3 Berth is not closer 
inshore than the 360 metre mark (see “Appendix”). 

When tankers of over 213 m. in length are being berthed at No. 1 
Berth, no vessel at No. 2 Berth is to be seaward of the 660 metre mark. 
When vessels of over 180 m. length are being berthed at No. 2 Berth, 
tankers or other vessels of over 180 m. berthed at No. 1 Berth may be 
shifted to allow berthing space at the seaward end of No. 2 Berth. 

Decking of all wharves is between 4.81 m. and 5.79 m. above datum. 
Largest Single Cargo: \nward 63,710 tonnes of bulk ore. Outward, 
43,772 tonnes of raw sugar. 

Deepest draft vessel, 12.50 m. Longest vessel, 262.08 m. Largest 
vessel (Tanker) 85,180 d.w.t. 
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Appendix: Conditions of Vessels Berthing No. 4 Berth: The mp 
amp aa will apply to the arrival and departure of vessels at No. 4 
rt 


Arrival: 
Length of vessel Vessel at No. 3 Berth 
to No. 4 Berth (not closer inshore than) 
220 m 370 metre mark 
210m 360 
200 m 350 
190 m 340 
180 m 330 
170m 320 
160 m 310 
150 m 300 
140 m 290 
130 m. 280 

Departure: 
Length of Vessel Vessel at No. 3 Berth 
to No. 4 Berth (not closer inshore than) 
220 m. 330 metre mark 
210m 320 
200 m 310 
190 m 300 
180 m 290 


170 m. 280 
All vessels at No. 6 Berth to be inshore of the 50 metre mark with 
beam not greater than 12 m. during arrival and departure of vessels at 
No. 4 Berth. 
Dependant on weather, type and characteristic of vessel using Berth 
No. 4, the above conditions are subject to alteration, which will be 
determined by the Regional Harbour Master or his delegate. 


RADIO/VHF: Townsville Radio. The Port Radio Station “Townsville 
Harbour” keeps continuous watch on VHF Channel 16. Working 
Channels 6 and 12. 


TUGS: Under licence from the Authority, North Queensland Marine 
Towage Pty. Ltd., operates 2 tugs, one with 32 tonnes and one with 
42.5 tonnes bollard pull, which are available to shipping at all hours. 
Additional tugs, if required, may be brought from neighbouring ports. 
is are equipped with VHF and SSB radios. 

The necessity to use tugs is at the sole discretion of the Harbour 
poaqect and depends upon the vessel size, draft and the berth being 
occupied. 


BERTHING: Cargo Handling: 

No. 1 Berth (isolated) is used exclusively by tankers for bulk oil 
discharge and by all types of vessels for bunkering. 

No. 2 Berth (Eastern Breakwater) is a general purpose wharf and is 
designated “Special Berth” for certain cargoes. The berth is equipped 
with 25.4 tonne, 32 m. radius travelling jib crane for container and unit 
load dere 6 

No. 3 Berth (Eastern Breakwater) is equipped with a container crane 
which is leased to Townsville Transport & Services Pty. Ltd. and is 
operated and controlled by Northern Shipping & Stevedoring Pty. Ltd. 
Both of these companies are part of the M.I.M. Holdings Group. The 
crane has lifting capacity of 55.9 tonnes and its equipment includes an 
extendable spreader to suit all sizes of containers, grabs of 7.6 cu.m., 
13.0 cu.m. and 17.5 cu.m. capacity and a heavy lift hook. Maximum 
height of lift above wharf deck is 27 m. whilst the outreach over rail and 
road services is 23.77 m. Distance between bogies is 32.61 m. The 
crane traverses the full length of Berth No. 3. A landing pad at the berth 
allows simultaneous use of the container crane and stern angle ramp for 
Ro/Ro traffic. 

No. 4 Berth (Eastern Breakwater) has a landing pad, supported by 
steel piling, to service stern angle ramp Ro/Ro vessels. The molasses 
pipeline to this berth is capable of loading up to 400 tonnes p.h. Bulk 
cement imports of up to 300,000 tonnes per annum are also handled at 
this berth. 

No. 6 Berth (No. 1 Pier E.) is a general purpose berth with oil bunker 
pipeline facilities. 

No. 7 Berth (No. 1 Pier W.) supports a bulk shiploader through which 
passes mineral concentrates, phosphate rock and ores up to 102 mm. 
aggregate at the rate of 1,000 t.p.h. The berth is also equipped with bulk 
molasses loading pipeline facilities. 

No. 8 Berth (No. 2 Pier E.) services the export frozen beef trade with 
cargoes drawn from freezer stores adjacent to the harbour. It also serves 
as a general purpose berth, and is equipped with a 25 tonne (30 m. 
outreach) crane. 

No. 9 Berth (No. 2 Pier W.) is the raw sugar loading berth. A bulk 
shiploader delivers sugar to carriers at the rate of 2,000 t.p.h. 

No. 10 Berth (Ro/Ro Berth) is equipped with a stern ramp for Ro/Ro 
traffic and a 30 tonne crane. 

Wharf Sheds: No sheds are available for general cargo storage at the 
Port. Both free and bonded warehousing is available within 4 km. of the 
wharves. 

Storage Facilities: Oils — All major Oil Companies operate ocean 
terminals close to the Port. 

Raw Sugar — 2 storage sheds of 285,000 tonnes total capacity. 

Molasses — 3 bulk storage tanks of 35,000 tonnes total capacity. 

Concentrates — 115,000 tonnes covered storage area. 

Frozen Meat — 5,000 tonne capacity cold store is available adjacent 
to the port. 

Cement — 30,000 tonne bulk cement silo. 

Open space ane for Rock Phosphate, Sulphur, Crude Lead and 
Refined Coppe: 

Container Tacmanaite No. 2 Berth with an area of 0.8 hectares for storage 
of 300 dry containers. 

No. 3 Berth, with an area of 1.2 hectares, has storage accommodation 
for 184 dry containers. 


No. 8 Berth, with an area of 0.4 hectares for storage of 200 dry 
containers and 10 reefer containers. 

No. 10 Berth, with an area of 2.6 hectares, can accommodate 
400 containers, 18 of which may be connected to refrigeration power 
outlets. 

Northern Shipping and Stevedoring Terminal with an area of 
1.6 hectares has a holding capacity of 160 refrigerated containers and 
400 dry containers. 

Container Terminals work 24 hours per day, seven days per week to 
effect speedy turn around of shipping. 

STEVEDORES: Port Labour: 3 stevedoring companies engage their 
own labour under enterprise agreements. 

Working Hours: Working hours can be arranged with the individual 
stevedores up to continuous 24 hours/day, 7 days a week. 

MEDICAL: Advance notice not particularly required unless urgent 
assistance required. Hospital facilities available. Health book inspected 
by boarding doctor. 

TANKERS: Diameter of load/discharge lines: white fuel 10 in., black fuel 
12 in. No residue discharge facility available. One tanker at berth at any 
time. Max. permitted draft at berth 31 ft. 

DENSITY: Average density 1025 at all times. 

FRESH WATER: Fresh water is available at all berths. 

FUEL: Bunker fuel oil and distillate are available through pipelines at 
Berth Nos. 1, 6 and 7. Road tankers are used to bunker small ships at 
other berths. 

FIRE PRECAUTIONS: Fire Fighting Equipment: Throughout the Port 
there are 19 hydrants in conspicuous red boxes which are connected 
to flaked hoses with spray nozzles. The opening of a hydrant 
automatically brings an electric pump into operation. 

The various oil terminals at Townsville have a stock of over 10,000 
litres of foam additive. 

Fire fighting monitors are also provided at No. 1 Tanker Berth, with 
foam making capability. 

Tankers required to have safety fire wires lead off fo'c’s'le head and 
run as far aft as possible. Vessels are at all times to be capable of 
manoeuvring with main engines. 

DRY DOCK: Ship Repair: A slipway situated on the Eastern side of 
Ross Creek is capable of accommodating vessels up to 67 m. in length 
and 800 tonnes deadweight. A modern ship repair workshop is attached 
which has a lathe for shafts up to 7.2 m. in length. 

GANGWAY/DECK WATCHMEN: This service is arranged through the 
ship's Agent. 

OPENING/CLOSING HATCHES: Optional for either crew or stevedores. 
CERTIFICATES: 

Passenger Ship Safety. 

International Load Line. 

Ship Safety Construction. 

Ship Safety Equipment. 

Ship Safety Radiotelegraphy. 

CUSTOMS ALLOWANCES: Tobacco: 200 cigarettes or 250 grams 
tobacco on arrival and then can be purchased by the packet from bar 
on board. Wine and/or spirits: 1 opened bottle (26 oz.) spirits or wine 
on arrival and then spirits by the glass and wine by the bottle, from the 
bar on board. 

CARGO GEAR: Australian Navigation Department requirements. 
REPATRIATION: Full facilities exist for effecting crew changes and 
arranging repatriation. 

AIRPORT: Townsville Airport is located 6.5 km. from the city, and two 
major airlines each operate four services daily to Brisbane with 
connecting flights to other State capitals. 

TIME: See “General” before first port. 

HOLIDAYS: Cargo can be worked on all holidays except Christmas 
Day, Good Friday, Anzac Day, Labour Day and the Waterside Workers’ 
Picnic Day (First Tuesday in November). 

EMERGENCY TELEPHONE NUMBERS: Police, Ambulance or Fire 
“000”, and ask to be connected to service required. Non-emergency 
numbers. Police 72 3000, Ambulance 79 3722, Fire Station 71 2111, 
Hospital 81 9211. 

TELEPHONE: Mobile telephones supplied by Townsville Port Authority 
are required to be placed on all vessels while in port. Oil tankers berthed 
in the port are required to have on board a flash proof telephone of a 
type approved by Telecom Australia. 

Some mobile telephones have operator access. 

SERVICES: Services available for compass adjusting, radio and radar 
service. A floating boom and an oil skimming device is available to deal 
with oil spills. Chemical dispersants are used for minor spills. 

SHORE LEAVE: Crew members allowed shore leave. 

GARBAGE DISPOSAL: A garbage collection vehicle will call at each 
ship which has ordered the service before 0800 hrs. each day or at other 
times as directed by the Quarantine Officer. 

All garbage must be kept in sealed plastic bags on board the vessel 
until the arrival of the collection vehicle. The ship's crew is required to 
deliver garbage to the collection vehicle. Bags will be supplied to the 
vessel on arrival. Charges: A$45.00 per day plus A$3.00 per crew 
member per day. 

WASTE OIL DISPOSAL: Townsville Trade Waste, Tel: (077) 745555. 
Fax: (077) 746255. Two vacuum tankers, each with 7,000 litres capacity. 
Rate of A$101.00 per hour each. Available to attend all berths. 
SEAMAN’S CLUBS: The Missions to Seamen, No.9 Berth. 
Tel: (077) 722774 and 715599. Shop, international telephone service, 
church services arranged, 8 and 22 seater buses, postage facilities, 
licence to sell beer and spirits, library, currency exchange. 
CURRENCY: Australian Dollar. 

AUTHORITY: Townsville Port Authority, P.O. Box 1031, Townsville, 
Queensland, Australia, 4810. Te/: (077) 721011. FAX: (077) 211254. 
Contact: B.W. Holden, Secretary and Manager Administration. 


AGENT: Sub-agent of Patrick Sleigh Shipping Agencies Pty. Ltd., 
Brisbane. 


AUSTRALIA 


TRIAL BAY, N.S.W.: 30.51 S. 153.03 E. 


LOCATION: Approximately 220 nautical miles North of Sydney and 
40 miles South of Coffs Harbour. The area behind the breakwater 
affords good anchorage and shelter and has a tanker terminal only. 
See Chart AUS. 220 (Plan of Trial Bay). 
PILOTAGE: Pilotage is compulsory. A Pilot boarding position has been 
established at Lat. 30° 51' 42” S., Long. 153° 03’ 12” E. 
VHF: A listening watch is maintained at the pilot station, South West 
Rocks during office hours or when shipping is expected at the port. 
TANKERS: A mooring system comprising 5 marker and mooring buoys 
and accommodating 18,000 tonne tankers, has been established 
approximately 053°x6.75 cables from Monument Point Light. 
A submarine pipe-line for secreye of petroleum products extends from 
the buoys in a 169° direction to the shore terminal. 
The tanker terminal receives only refined products. 
AUTHORITY: The Pilot, The Pilot Station, Gregory Street, South West 
Rocks, N.S.W. 2431. Tel: (065) 66-6140. Contact: Captain R. Pook. 


AGENT: Sub-agent of Patrick Sleigh Shipping Agencies Pty. Ltd., 
Sydney. 


VARANUS ISLAND TERMINAL: 20.38 S. 115.36 E. 
(See Plan) 


LOCATION: The onshore terminal is situated on Varanus Island which 
is the largest of the Lowendal group of islands. The offshore Tanker 
Terminal is situated 2.0 miles offshore in Lat. 20°38'S., Long. 
115° 36’ E. (see ‘“Plan’). Masters are referred to the current 
hydrographic chart Aus. 742 for further information. 

NOTE: In May 1992, two additional unmanned offshore platforms, 
“Campbell” in Lat. 20° 24’ S., Long. 115° 42’ E., and “Sinbad” in Lat. 
20° 29’ S., Long. 115° 43’ E., were installed, including high pressure 
subsea gas pipelines. 

APPROACHES: Water Depth: Within the 0.5 nautical mile mooring circle 
there is a least depth of 20.4 m. within the conical approach area (060°/ 
240° and 120°/300° boundaries) depths in excess of 20.4 m. are found. 
Although attention is brought to the 20.1 m. patch and the 20.2 m. patch 
as indicated on the hydrographic survey certificate, at this stage it is 
envisaged that the max. draft of vessels using the port would be 17.0 m. 
Departure: After completion of loading, a vessel's departure should be 
as prompt as practicable. Once clear of the berth and the Pilot has 
disembarked it is recommended that the Master follows the 
recommended course laid down on the appropriate hydrographic chart. 
PILOTAGE: The Pilot and 2 Operators will board via a launch in position 
Lat. 20° 38’ S., Long. 115° 42’ E. All vessels should ensure that a good 
lee is provided and the derrick or deck crane is ready to pick up the 
terminal equipment container from the launch. Accommodation and 
meals are to be provided for Pilot, 2 operators, cargo surveyor and 
Agent's representative if applicable. 

Pilot ladders should be rigged in accordance with all relevant 
S.O.L.A.S. Regulations. 

ANCHORAGE: The recommended anchoring position is Lat. 20° 38’ S., 
Long. 115° 40’ E., but due to the variable holding qualities of the whole 
area it is recommended that Masters exercise the utmost caution when 
anchoring and whilst laying at anchor. 

RESTRICTIONS: See “Mooring” - Paragraph (d). 

MAX. SIZE: The terminal is designed to accommodate vessels from 
20,000 d.w. tonnes to 140,000 d.w. tonnes. The largest dimensions 
being: 

(a) Deadweight 140,000 tonnes (approximate). 

(b) Length overall (LOA) 300 m. 

(c) Beam 46 m. 

(d) Draft 17 m. 

Vessels exceeding the following dimensions cannot be 
accommodated at the Loading Terminal unless express permission is 
granted by Hadson Energy Ltd. 

RADIO: ETA and Arrival Messages: Vessels proceeding to the Varanus 
island loading terminal shall notify Hadson Energy Ltd. (see “Operator”), 
their estimated time of arrival, not less than 96 hours before arrival, 
amending or confirming the ETA at intervals of 48 hours and 24 hours 
before arrival at the Terminal. Failure to comply with the above 
procedure may result in the Pilot not being available on the vessel's 
arrival. 

Ballast Water: Quantity, condition and origin of ballast water on board 
to be advised in the 96 hour message. Facilities are not available for 
dirty ballast or slops to be pumped ashore. 

Declarations Prior to Arrival: The following declarations are to be 
included and verified in the 24 hour message: 

(a) Is the hull leak free? 

(b) Is an inert gas system fitted? 

(c) If fitted, is the inert gas system fully operational? 

(d) Are there any defects to the vessel, machinery and equipment, 
which may effect safe pilotage, berthing, cargo or ballast 
operations? 

(e) Have stress calculations for the envisaged programme of cargo 
handling and ballasting been made? 

(f) Is the hull stress calculated within recommended safety limits? 
VHF: A 12 hour listening watch is maintained on international marine 
VHF Channel 16 between 0600 hrs. and 1800 hrs. local time. Vessels 
should tune their VHF sets to Channel 16 when within 100 nautical miles 
of the Lowendal Islands and as soon as practicable thereafter contact 
the Island Radio Room and confirm the vessel's ETA at the Pilot 
Boarding Station. 
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VHF Marine Channels available: 

Marine Channel 16 calling and distress. 

Marine Channel 67. 

Marine Channel 9 working Channel. 

Marine Channel 74 working Channel. 
TUGS: Tugs are not available to assist with berthing operation. 
TERMINAL FACILITIES: 
ONSHORE: 
Storage: 3 tanks with storage capacity of 750,000 bbis. (119,250 cu.m.). 
Pumps: The 3 cargo pumps are rated at 1,654 cu.m.p.h. each. 

Also see “Ballast”. 
OFFSHORE: 
Pipeline: A 4,200 m. longx762 mm. (30 in.) pipeline leads from the 
shore to the Tanker Terminal. At the pipeline end manifold (PLEM) there 
is a valve at the 406 mm. (16 in.) take off prior to connection to the 
submarine hose. 
Hose: The submarine hose is 73.15 m. (240 ft.) long, consisting of 
8x9.144 m. (30 ft.) sections, including (from the PLEM) 4406 mm. 
(16 in.) hoses, 2x406mm. (16in.) buoyancy chamber hoses, 
1406 mm. (16 in.) to 305 mm. (12 in.) reducer and 1x 305 mm. (12 in.) 
rail hose. At the end of the 305 mm. (12. in) hose there is a butterfly 
valve spool piece and a 12 in. flange fitted with camlocks for connection 
to the ship's manifold. The weight of hose to be handled by the ship is 
4.0 tonnes when full of crude oil. 
Moorings: The mooring consists of an 8-leg Multi-Point Mooring (MPM), 
with 4 buoyed legs and 4 swamped legs. 

Although the ship's anchors will be laid out during the berthing, due 
to the variable seabed holding qualities, swamped moorings will be 
picked up and tensioned to back up the ship's anchors. 

MOORING: Mooring is without tug assistance. 
Mooring Equipment: All tankers must have sufficient equipment for 
mooring at the Terminal: 

(a) A minimum of 4 sets of bitts are required on the after deck and 
a set of bitts on the port and starboard side at the after end of the main 
deck forward of the bridge front. A set of bitts on the port and starboard 
side of the main deck forward and a minimum of 2 sets of bitts on the 
forecastle. All the above mentioned sets of bitts must be able to accept 
preventer lines or swamp moorings which must be hove tight and made 
fast. 

(b) A minimum of two, two drum tension winches on the aft deck and 
a minimum of one two drum tension winch on the after end of the main 
deck with at least 220 m. of good quality mooring line on each winch 
are required. All terminal mooring preventers and swamp moorings are 
280 mm. circumference, and suitable winch drum capacities are required 
for these winches to heave tight all lines and make fast. 

(c) Prior to berthing vessels should have on the after deck and the 
after end of the main deck, 2 mooring lines securely joined together 
giving an effective length of approximately 440 m. 

(d) Only vessels fitted with adequate bridge wing searchlights will 
berth at night. 

LOADING: 

1. Prior to arrival vessels must have the starboard derrick or crane 
mae and ready for pick up of the terminal deck box and the submarine 

ose. 

The PLEM is marked by a spar buoy and the end of the submarine 
hose is marked by a pick-up buoy. 

When the vessel is in position and secured to the satisfaction of the 
Master and Pilot/Loading Master the submarine hose pick-up shall 
commence. Once pick-up has commenced the propeller must not be 
turned until the hose is disconnected and laid back onto the seabed 
unless it is turned by use of the turning gear only. 

2. Once the hose is connected and all ship/shore safety check lists 
have been satisfactorily completed, the butterfly valve and ship's 
manifold valve will be opened and gravity loading will commence. Once 
the ship's checks are completed and clearance given, the loading pumps 
will be started.* 

3. During loading at least one ship's tank is to be open to the inflow 
of oil and the inflow of oil is not to be shut off by closing ship's valves 
or the hose valve without prior approval of the Pilot/Loading Master. In 
order to reduce back pressure at the ship's rail, as many tanks as 
possible should be open during loading. In any event the ship's rail back 
pressure should not exceed 150 p.s.i. 

4. The Pilot/Loading Master is to be informed when 200 tonnes is 
required to complete loading so that the loading rate can be eased down, 
and again at 50 tonnes so that the loading pumps may be stopped and 
the loading completed by gravity. When loading is completed the ship's 
manifold valve is to be closed slowly. When the manifold valve is closed 
the butterfly valve will be closed. 

5. During loading the tank tops should be kept closed at all times, 
ullage plugs should be kept closed at all times except when sampling, 
gauging, thieving or inspecting. 

6. Portable UHF radios will be supplied for communication between 
the tanker and terminal. Hourly checks between tanker and terminal will 
be required so that undetected radio failure can be minimised. 

“During loading operations, a responsible deck officer must be present 
to supervise the ship's crew and approve the hose connections. 
BALLAST: 

1. Vessels should arrive at ballasted draft acceptable to the pilot, a 
cargo free vessel is normally requested to maintain maximum 
segregated ballast on board, to assist steerage. No tugs are available 
to assist berthing. 

2. Clean Segregated Ballast: This ballast water will be discharged 
consecutively within the loading. The Pilot/Loading Master must be 
notified prior to any deballasting and at least one quarter of the Summer 
deadweight must be loaded before deballasting commences. 

TIDES: Tide Times & Height: The times of high and low water occurring 
at the moorings approximate to the Barrow Island times as published in 
the Australian National Tide Times. The heights of tide may be taken 
as the same as Barrow Island. The above tidal information can only be 


162 


taken as a guide as times, direction, height, and rate of flow may vary 
dependent upon weather conditions. 
Tidal Flow: The tidal flow at the Tanker Terminal is approximately 
173°/353° and may attain a speed of 2 knots at Spring tides. 
MEDICAL: No services available. 
FRESH WATER: Not available. 
FUEL: Not available. 
REPAIRS: No facilities available. 
CONSULS: None. 
SURVEYORS: None locally. 
GENERAL: Agency: No ship's agency services are provided by Hadson 
Energy Ltd. Tankers arriving from foreign ports must make prior 
arrangements for quarantine and Customs clearance through their 
Agents. Dampier Agents and Customs attend on arrival, Customs only 
on departure. 
Services: Laundry and Stores not available locally. 

Ship's crews cannot be accommodated ashore on Varanus Island. 


OPERATOR: Hadson Energy Ltd., P.O. Box 477, West Perth, Western 
Australia 6872. Tel: (09) 481-8555. Telex: AA 197288 Helwa. FAX: (09) 
481-8881. Contact: G.J. Jeffery, New Development Manager. N. Jones, 
Operations Manager. 


WALLAROO, S.A.: 33.56 S. 137.37 E. (See Plan) 


PORT LIMITS: Chart Aus.777. A line following the coast line at the HW 
mark between Point Riley and Point Hughes; thence a line drawn 
270° from Point Hughes for 1.5 miles and thence a line drawn 360° to 
meet a line 270° from Point Riley for 1.5 miles. 

DOCUMENTS: All documents necessary for first entry vessels are as 
for other Australian ports (i.e. Customs, Health, etc.). 

PILOTAGE: Pilots board approximately 1 mile seaward of Entrance 
Beacon. Pilotage is compulsory. Vessels awaiting Pilot for extended 
periods should anchor 1 mile — 2 miles to seaward of Entrance Beacon. 
Vessels approaching pilot station should take care not to approach the 
Entrance Beacon before Pilot has boarded due to restricted sea room. 
ANCHORAGES: Outer Anchorage as above. 

RESTRICTIONS: Daylight berthing only. Sailing at any time. Sailing 
times dependent upon tides. Tides may be greatly effected by prevailing 
weather conditions. A high pressure system in Bight may cause tides 
to be depressed below predicted levels and conversely a low pressure 
system may cause tides to be above predicted heights. Channel depth 
8.45 m. (27 ft.9in.) LW. There is a minimum depth of 8.40 m. 
(27 ft. 6 in.) in the swinging basin off the berths. 

Underkeel Clearance in Channel: 

1. 21.3 m. — 27.4 m. beam, clearance 0.75 m. 

2. Over 27.4 m. beam, clearance 0.90 m. or 10% of draft. 

HEALTH: Radio Pratique available within 24 hours of arrival providing 
sufficient information is supplied. Quarantine/Health Officer will board 
vessel after arrival in order to grant formal Pratique. Vessels arriving 
directly from other Australian ports have automatic Pratique, but Health 
Officer will attend the vessel on arrival. 

RADIO: ETA messages for Agents, Harbour Master, etc. may be routed 
through any Australian coastal radio station, the nearest being Adelaide 
Radio (VIA), not less than 24 hours prior to arrival. 

MAX. SIZE: LOA 200 m., beam 30 m. Consideration may be given to 
accommodating larger vessels on a restricted draft. 

Arrival Drafts: As vessels are permitted to discharge clean ballast whilst 
alongside, drafts should be as follows: 2 m. minimum forward and 8.5 m. 
maximum aft. 

VHF: Channels available, 16, 12, 8, 6, 67. Channel 16 used for general 
call up, and Channel 6 is usually used for port operations. Call sign; 
“Wallaroo Harbour”. Hours of operation; Monday to Friday 0845 hrs. to 
1700 hrs. except Public Holidays, otherwise by arrangement. 

TUGS: One tug “Kalanbi”, 11.5 tonnes bollard pull (650 h.p.). Launch 
available to run lines. 

BERTHING: Jetty extends 870 m., W.N.W. from the foreshore abreast 
the town. There are 3 berths on either side of the jetty, extending over 
a length of 400 m. from the outer end. 

Coir springs are provided at all berths and vessels may lie alongside 
in all weathers. Vessels may be required to berth either head to sea or 
head in, dependent upon weather conditions prevailing at the time of 
berthing. 


Width 

Dredged 
Berths Length Depth Area 
(m.) (m.) (m.) 
No. 1 North 83.5 9.45 24.4 
No. 2 North 290.0 9.45 36.4 
No. 3 North 68.6 7.32 24.4 
No. 1 South 168.0 9.30 24.4 
No. 2 South 198.0 8.22 30.0 


CRANES: None. 

BULK GRAIN FACILITIES: No. 2 North Berth — 5 fixed manoeuvrable 
spouts. Served by a conveyor bulk loading plant. Rated at 800 t.p.h. 
Maximum working clearance of spout above LW 17.4m. Maximum 
coverage spout tip from W.F.A. 20.12 m. The plant is manned on a 
2 shift basis from 0800 hrs. to 2300 hrs. daily, Sunday to Friday and 
from 0800 hrs. to 1500 hrs. Saturdays. 

SPECIALISED CARGO HANDLING FACILITIES: None. 

BRIDGES: None. 

STEVEDORES: Ordering of labour organised through Agents and Grain 
Handling Authority. 


MEDICAL: 2 private medical practices available, also 1 dental surgery 
located in adjacent town (12 km.). District hospital is located at Wallaroo. 
Ambulance service also available and may be used to transport seriously 
injured patients to Adelaide if required. Vaccination certificates as for all 
Australian ports. 
TANKERS: No facilities available. 
DENSITY: Average density between 1028 — 1030. 
FRESH WATER: Available at 17 tonnes/p.h. By prior arrangement may 
be boosted to 60 tonnes/p.h. 
FUEL: Available by arrangement in small quantities from Adelaide by 
road tanker. 
FIRE PRECAUTIONS: Usual precautions necessary, bearing in mind 
danger of grain dust. Local fire brigade available. International shore 
connection should be in position. 
CONSULS: None. 
REPAIRS: Minor repairs available locally, marine engineers available 
from Adelaide. 
DRY DOCKS: None. 
SURVEYORS: (1) Cargo Surveyors available - may be arranged by 
Agents as required. 

(2) Lloyd's Surveyor should be obtained through principal Agent. 
Lloyd's Agent is situated at Port Adelaide. 

(3) Other Classification Society Surveyors also available in Australia. 
HATCHES: Opening and closing by ship's crew. 
CUSTOMS ALLOWANCES: Normal Australian allowances. 
CARGO GEAR: No shore based cargo gear apart from bulk grain plant. 
Other berths - ship's gear. 
REPATRIATION: May be arranged through ship's Agent. 
AIRPORT: None. Bus connection twice daily to Adelaide. 
TIME: See “General” before first port. 
HOLIDAYS: New Years Day; Australia Day (January); Good Friday; 
Easter Monday; Anzac Day (April); Adelaide Cup Day (May); Queen's 
Birthday (June); Labour Day (October); Christmas Day and Proclamation 
Day (December 26th). The bulk loading plant operates on most public 
holidays. 
POLICE/AMBULANCE/FIRE: Police: Tel. 211200. Ambulance: Tel. 
232069. Fire: Tel. 232000. 
EMERGENCY CO-ORDINATION CENTRE: “Coastwatch” (Australian 
Coastal Surveillance Organisation) free telephone call from all Australian 
ports by STD or reverse charge 062-476666. 
TELEPHONES: Telephones placed aboard on arrival. Cost approx. 
$60.00 plus $1.08 per day rental plus calls. 
SERVICES: Tank and hold cleaning services available. 
BANKS: State Bank of South Australia, Owen Terrace, Wallaroo. 
STORING: See “Prelims”. 

1. By truck. 

2 


3. Wharf access available for trucks. 

4. Wharf access available for forklifts. 

5. Normal Customs Bond Regulations apply. 

6. Labour available for storing. 
SHORE LEAVE: No restrictions. 
IDENTIFICATION CARDS: Normal Australian ID cards necessary, but 
not required to be carried ashore. 
GARBAGE DISPOSAL: Notice: 

Department of Marine and Harbors 
Wallaroo 
Notice to Masters of Overseas Vessels 
Ships quarantinable garbage is collected on Monday/Wednesday/Friday 
in the Port of Wallaroo. 
A fee is levied for this service. Exemption from collection/fees will apply 
if your vessel has an incinerator, macerator/steriliser or integral holding 
tank, approved by Australian Quarantine. 
Any enquiries should be directed to Department of Marine and Harbors 
via your ships agent. 
Under the Marpol Convention plastic items including plastic bags/bottles 
must not be disposed of at sea. 
Australian Quarantine Requirements 

Quarantinable Ships Garbage: 
(includes galley scraps, organic refuse, animal waste and used food 
cartons) 
— must be stored in plastic bags or heavy duty wet strength paper bags. 
We bags must be stowed within rodent/bird proof containers with tight 
itting lids. 
— must not be incinerated, macerated/sterilised or held in an integral 
holding tank unless prior Quarantine permission has been obtained for 
this specific voyage. 
Australian Quarantine also requires that: 
— garbage disposal unit inlets/outlets must be kept sealed. 
— garbage stowage area must be kept cleaned and disinfected. Food 
scraps must not be littered on deck. 
NB. Under no circumstances are the ship's crew/visitors to remove 
food stuffs/animals/pot plants from your vessel. 
Heavy penalties apply for breaches of Australian Quarantine legislation. 
WASTE OIL DISPOSAL: No facilities available. 
SEAMAN’S CLUBS: None. 
REGULATIONS: No unusual regulations. 
DELAYS: May be experienced due to awaiting tide or awaiting bulk 
loading berth during grain season. 
AUTHORITY: Department of Marine and Harbours, Jetty Road, 
Wallaroo, South Australia 5556. Te/; 088-232307. FAX: 088-232280. 
Contact: Captain |. Thompson, Port Manager. 

Head Office: Department of Marine and Harbours, P.O.Box 19, 
Port Adelaide, South Australia 5015. Tel: (08) 470611. Telex: AA82525. 
FAX: (08) 470605. 


AGENT: See “Adelaide”. 


AUSTRALIA 


WEIPA, icine Albatross Bay), Queensland: 
12.42 S. 141.41 E. (See Plan) 


PORT LIMITS: Seaward boundary commencing at a point at HW mark 
on the Western Extremity of Duyfken Point, thence by a line in a 173° (T) 
direction to the HW mark at Boyd Point. 

DOCUMENTS/HEALTH: See “Melbourne”. 


PILOTAGE: Vessels requiring Pilot may apply to Harbour Master, Weipa 
48 hours before arrival, confirming ETA 24 hours before. Vessels to mre 
Harbour Master their draft. Generally speaking minimum berthing draft 
should be, forward 2% of vessel's length and aft, the propeller completely 
immersed. 

Pilot boat is 15 m. (length), named “Richard Hildebrand” and painted 
white and orange. It may be contacted on VHF Channel 16. Pilot boards 
1 mile S.W. of Fairway Beacon. 


ANCHORAGE: Anywhere in Albatross Bay except between 2 lines 
situated 1 mile North and South respectively of the line of leads and 
extended to the port limits. 


RESTRICTIONS: Weipa Approach Channel is 7.8 miles long with a 
minimum depth of water 10.7 m. LWOST. Usually vessels up to 30,000 
d.w.t. enter channel at any stage of the tide. Vessels of over 30,000 
d.w.t. enter at any stage of the flood up to 2.5 hours before HW. 

Usually vessels up to 30,000 d.w.t. can berth at any state of the tide. 
Vessels of over 30,000 d.w.t. due to their departure draft and existing 
tug power must berth starboard side alongside and can do so at any 
stage of the flood tide. Vessels normally depart 1 hour 15 minutes before 
HW. Some vessels up to 30,000 d.w.t. can depart on LW. 
MAX. SIZE: Maximum LOA 254 m. (835 ft.) Beam 35.3 m. (116 ft.) Draft 
depends on height of tide and 90 cm. (3 ft.) keel clearance is required. 
HEALTH: Weipa is not classed as a First Port of Entry. See “General 
— Health” before first port. 
RADIO: Forcomal, Sydney Radio and within 48 hours of arrival. 
VHF: Call “Weipa Harbour’ on Channel 16 on arrival 1 mile S.W. of 
Fairway Beacon. Tugs operate on Channels 6, 8 and 12. Vessels to 
advise “Weipa Harbour” passing Fairway Beacon inward and outward 
and on arrival at and prior to departure from the wharf. 
RADAR: No Port Radar. 
TUGS: Vessels entering North of Cora Bank, tugs join at No. 25 Beacon. 
Vessels entering South of Cora Bank, tugs join at No. 19 Beacon. Tugs 
are usually used in the lashed up position using tug’s lines. 

3 tugs are available of 23, 43 and 45 Tonnes bollard pull, of which 
only 2 are in use at any one time. 
BERTHING: Loading and discharge at Humbug Point generally by ship's 
gear but mobile cranes may be hired if required. 

Evans Landing Wharf is generally only used for petrol and distillate 


discharge. 
Berth Length Depth at L.W.D. 
, (m.) (m.) 
Lorim Pt. 548 12.5 
Evans Landing 191 9.6 
Heavy Equipment Wharf 114 8.1 


BULK HANDLING FACILITIES: Lorim Point East: 
Bauxite: One travelling, luffing, slewing shiploader. 
Loading rates: 

Raw bauxite: 6,000 t.p.h. 

Calcined bauxite: 1,000 t.p.h. 

Live storage capacity: 350,000 tons. 

Dead storage capacity: 400,000 tons. 

Max. reach from fender face: 20.3 m. 

Max. operating air draft above L.W.D.: 18.3 m. 
Lorim Point West: 
Bauxite: One travelling, luffing, slewing shiploader. 
Loading rates: 

Raw bauxite: 3,200 t.p.h. 

Calcined bauxite: 1,000 t.p.h. 

Max. reach from fender face: 19.2 m. 

Max. operating air draft above L.W.D.: 16.7 m. 
Kaolin: One linear shiploader with retractable boom. 

Loading rate: 800 t.p.h. 

Stockpile capacity: 10,000 tons. 

Max. reach from fender face: 29.5 m. 

Max. operating air draft above L.W.D. (fixed): 15.7 m. 
CRANES: 2x70 tonne P.&H. 1x31 tonne P.&H. 1x26 tonne P.&H. 
2x12tonne Austin and Weston. 1x12 tonne B.H.B. 1x8 tonne 
Cranville. 
BRIDGES: None. 
Srey EDGES: No special advice required. None available for working 
on ships. 
MEDICAL: inoculations per Australian Regulations. No notice required 
for medical attention. Urgent cases flown out and treated at Cairns or 
Thursday Island. Hospital facilities available for minor cases. 
TANKERS: Lorim Point West: 1x200 mm. pipeline for heavy fuel oil 
imports. Max. discharge rate 400 t.p.h. 
Evans Landing: 

1200 mm. line for distillate. 

1200 mm. line for aviation fuel/motor fuel. 

1100 mm. and 2x70 mm. lines for aviation fuel. 

Total storage capacity: 24,400 tons. 
DENSITY: Dry Season 1024. Wet Season 1012. These figures can vary 
considerably. 
FRESH WATER: Available at all berths. 5 t.p.h. 
FUEL: Not available. 
FIRE PRECAUTIONS: Observe general safety precautions. 
STORES: Very limited stores are available. In emergency large orders 
could be supplied only if several days notice given by radio, as they 
have to be flown from Cairns. 
GANGWAY/DECK WATCHMEN: Available. 
OPENING/CLOSING HATCHES: Work carried out by crew. 
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SHIP CERTIFICATES: Ship's Register, Load Line, Safety Radio and 
Safety Equipment Certificates. See also “Melbourne”. 
CONSULS: None. 
REPAIRS: Not available. 
DRY DOCKS: None. 
SURVEYORS: Lioyd's Surveyor available at Cairns. 
CUSTOMS ALLOWANCES: See “Melboume”. 
CARGO GEAR: See “Berthing”. 
REPATRIATION: Can be arranged. 
AIRPORT: 10 km. from port. Served by major airline. 
TIME: See “General” before first port. 
HOLIDAYS: Vessels are loaded and berthed or sailed at any time. 
POLICE/AMBULANCE/FIRE: Police 699119, Ambulance 699811, 
Fire 697444. As no telephone supplied contact “Weipa Harbour” on 
Channel 16 for these services. 
SERVICES: Not available. 
BANKS: Commonwealth Trading Bank, Rocky Point, 
Queensland, 4874. Tel: 733238. 
SHORE LEAVE: See “Melbourne”. 
IDENTIFICATION CARDS: See “Melbourne”. 
GARBAGE DISPOSAL: Daily collection available on demand. Launch 
vig by Weipa Tug Services. 

ASTE OIL DISPOSAL: Tanker truck available at Humbug Wharf. 
SEAMAN’S CLUBS: None available. 
REGULATIONS: Vessels may not immobilise without written permission 
from the Harbour Master. 
DELAYS: The only delays to be normally expected are as under 
restrictions, i.e. awaiting tides. 
DEVELOPMENTS: The Alumina Plant at Weipa has been deferred 


pit 

AUTHORITY: Ports Corporation of Queensland, P.O.Box 489, Weipa, 
Queensland 4874. Tel: 070-697170. Telex: 48871. FAX: 070-697420. 
Cables: Harbour Master Weipa. Contact: Captain P.J. Zealley or 
Captain G.W. Ring, Senior Marine Pilots. 

AGENT: Sub-agent of Patrick Sleigh Shipping Agencies Pty. Ltd., 
Gladstone. 


Weipa, 


WHYALLA, S.A.: 33.02 S. 137.36 E. (See Plan) 


LOCATION: Situated on Western shore of Spencer Gulf opposite to and 
27 miles by sea from Port Pirie. Open to all Southerly winds, which 
seldom interfere seriously with operations. 

BUOYAGE: “IALA” Buoyage system “A” has been adopted. 

The system is that the port hand beacons are red in colour, lights red, 
topmarks can shape and even numbered. The starboard beacons are 
pect in colour and lighting, topmarks cone shape and odd numbers. 

ACILITIES: Jetty for iron ore loading, and dredged harbour with one 
main wharf for steel and abe cargo, and for bulk cargoes of coal, 
coke, limestone, salt, etc. Harbour berths are safe berths. 
DOCUMENTS: See “Melbourne”. 

PILOTAGE: Compulsory except for Australian vessels whose Masters 
hold Exemption Certificates. Pilots board 1.6 miles - 143° from Fairway 
Buoy. Vessels tel Pilot should request service in sufficient time 
enable Pilot be orde before 1600 hrs. Monday to Friday and should 
show prescribed a within at least 10 miles of Whyalla. If delayed 
berthing, Master informed by radio and recommended anchor at Pilot 
boarding station (see above). 

ANCHORAGES: Quarantine line extends in direction 241° from Black 
Point to Coast Southwestward of port. Quarantine anchorage shown on 
Australian Chart AUS.135, lies Southeastward of quarantine line and 
Eastward of jetty. Anchor in close proximity to Pilot boarding area. 
Vessels should not anchor on harbour or jetty leads, but should anchor, 
draft permitting, approximately 1 mile North of Outer Fairway Beacon. 
Holding ground good with hard clay and sand bottom. 
RESTRICTIONS: Vessels will not be moved within port by Pilot unless 
at least 10% of max. draft in water beneath keel. 

Also see “Berthing”. 

HEALTH: Whyalla is a Port of First Entry. 48 hours’ notice of request 
for Pratique required. Pratique granted at anchorage or in berth. Also 
see “Melbourne”. 

Also see “Australia-General” before first port — Answers required to 

uestions in Quarantine form by radio. 

DIO: Cable local Agent (a) on departure from previous port advising 
ETA and total cargo for discharge Whyalla (if any); (b) 48 hours prior 
arrival giving ETA; (c) 24 hours prior arrival giving ETA; (d) advise any 
alteration in ETA; (e) advise estimated draft on arrival fore and aft. These 
cables necessary in order ensure loading and labour. Cables to be 
signed with Master's name. Cables sent outside working hours should 
be prefixed “Shipserv”. In event vessel arriving direct from overseas 
port requiring Pratique, following additional advice to be cabled: No. of 
crew, nationality, and whether health vaccination certificates required. 
VHF: Port equipped with VHF. Service maintained 24 hours a day. Call 
sign “Whyalla Harbour”. 

TUGS: All tugs fitted VHF radio. 3 tugs available between 5 and 45 tons 
bollard pull. Wire towropes not to be used unless risk of damage to tug 
undertaken by ship. Charge for use of tug’s lines. Orders for tugs to be 
made at least 2 hours before required and not later than 1530 hrs. 
Monday to Friday. Ferry services undertaken to ships at anchorage 
outside harbour when requested. 

BERTHING: No. 2 Jetty: Max. length of vessel 250 m. Depth of water 
alongside 11.6m. LW (Temporary restriction 11.4m.). Approach 
Channel depth 10.7 m. LWOST. Swinging basin, depth 10.7 m.. LWOST. 

Stowage factor iron ore, 13 cu. ft. — 15 cu. ft. per ton. No stevedoring 
incurred and generally cargo loaded lower holds and no trimming 
necessary. 
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Whyalla Harbour: About 1.25 miles to North of Iron Ore Jetty. Entrance 
Channel 120m. wide and approx. 3,050 m. length. Water depth in 
Channel and basin 10.0 m. LWOST. Depth of water at Harbour Wharf 
10.7 m. LWOST. 4 berths, full wharf 700 m. 

DENSITY: Density of water approximately 1028 to 1035 therefore 
vessels must load light. 

STEVEDORES: Shift work 21 hours per day on continuous 7 day roster. 
At least 24 hours notice for labour requirements. 

MEDICAL: Resident doctors and hospital available. 

FRESH WATER: Available at No. 2 Jetty and all wharves. 

FUEL: Bunkering not normally undertaken. Fuel oil, coal and diesel oil 
available at Whyalla Harbour Wharf in emergencies only. 

REPAIRS: Consult ship's Agents before maintenance or repairs 
undertaken. 

SURVEYORS: The following Surveyors available anytime if advance 
notice given: (1 hour flight from Adelaide). 

Uoyd'’s Register: 149 Brebner Drive, Westilakes, Adelaide, South 
Australia 5021. Tel: Adelaide 353 5166. After hours: Adelaide 267 2554 
and 294 7478. Telex: 89973 (LRADL). 

Bureau Veritas: 20 Divett Street, Port Adelaide, South Australia 5015. 
Tel: 47 5924. Telex: AA88593. 

STORES: Marine and bonded stores can be procured by arrangement 
with Adelaide. 5 days notice required. 

GANGWAY/DECK WATCHMAN: Not available. 

REPATRIATION: Air, road and rail facilities available. 

STORING: See “Prelims”. 

Storing at the Blast Furnace Whart: 

1. Vessels can be stored by trucks. 

2. Vessels can store during loading or discharging if the vessel can 
provide cranes and labour for this purpose. Barges not used at this 
wharf. Storing must not cause any delay to stevedoring operations. 

Stevedoring operations cease between the hours of 0700 to 0800; 
1500 to 1600; 2300 to 2400. 

3. Trucks can proceed alongside at all berths. 

4. Forklifts are available for hire and can be used at all berths. 

5. Application to load stores should be made to Customs by 
submitting a requisition showing details of items required, prior to loading. 

At least 24 hours notice is required by Customs during business hours, 
Monday to Friday. 

Form 957 (Entry for Exportation) is then completed showing all details 
and value of the goods, and signed by the Ship Owner or his Agent, 
and lodged with Customs within 7 days. 

6. Shore labour is not available for storing. 

Storing at the Ore Loading Jetty: 

Modest amounts can be loaded by launch on the port side using ship's 
cranes. Launch charge $211.00 per hour. 

Small orders can be manhandled to ship's starboard side at the jetty. 

Vessels always berth head out, starboard side to the ore jetty. 
AMBULANCE: In event of accident contact Agent or BHP 419 or BHP 
2205. After hours BHP 699. St. John’s Ambulance Services (Tel: 45- 
7777) available 24 hours daily or call “Whyalla Harbour” on VHF 
Channel 16. 

Aerial Ambulance available for transfer of patients to hospital. 
EMERGENCY CO-ORDINATION: Whyalla Police Tel: 488020. 

State Emergency Service Tel: 45 0272. 

Local Emergencies within B.H.P. Area, including Ships Alongside: 
e.g. Accidents, fire, flooding, deaths, electrical faults causing hazards, 
oil spills and other pollution. 

Dial ‘OO’ on B.H.P. Interworks black telephones or ‘500’ on cream 
telephones. 

BANKS: A.N.Z. Banking Group, Forsyth Street, Whyalla. 5600. 
Tel: 45 7122 

Commonwealth Banking Corporation, Forsyth Street, Whyalla. 5600. 
Tel: 45 8666. 

National Bank of Australia, Forsyth Street, Whyalla. 5600. 

Tel: 45 8033. 

Westpac Banking Corporation, Forsyth Street, Whyalla. 5600 
Tel: 457155. 

SHORE LEAVE: Crew members permitted shore leave, and launches, 
at ship's option, provide regular schedule to anchorage — weather 
permitting. 

Crew members are requested to use taxis through steelworks or if 
walking from harbour berth, to use designated walkways. 

GARBAGE DISPOSAL: Service available Monday, Wednesday and 
Friday morning. Additional services available with 24 hours notice. 
Drums provided alongside wharf. Wet garbage to be in bags in leakproof 
drums, dry garbage to be bagged. Charges: A$120.00 per service during 
office hours and A$150.00 out of office hours. Contact: B.H.P. Co. Ltd. 
for service (see “Authority’). 

WASTE OIL DISPOSAL: Restricted service available only in an 
emergency situation. Charges: A$50.00 per hour. Contact: B.H.P. Co. 
Ltd. ( “Authority”. 

SEAMAN’S CLUBS: None. Facilities available to seamen on request 
to Whyalla Tourist Information Service. B.H.P. can also assist. 
AUTHORITY: Port Authority: B.H.P. Steel International, Long Products 
Division, P.O.Box 21, Whyalla, South Australia 5600 Tel: (086) 404444. 
Telex: AA 80270. Cables: “Hematite” Whyalla. Contact: Captain 
D.Stewart, Port Superintendent. G. Ettridge, Superintendent Shipping 
and Stevedoring. Telex: 183722. FAX: (086) 404787. 

Department of Marine & Harbours, P.O.Box 102, 15 Darling Terrace, 
Whyalla, South Australia 5600. Te/: Business: (086) 488160. After hours: 
457682 or 455744. Cables: HAWHYBON. FAX: (086) 488168. Contact: 
Captain D.Mansfield, Port Manager and Harbour Master — Whyalla/Port 
Bonython (after hours Tel: (086) 455744). 

Department of Marine & Harbours available as Cargo Inspectors and 
Independent Surveyors. 

AGENT: Sub-agent of Patrick Sleigh Shipping Agencies Pty. Ltd., 
Adelaide. 


WYNDHAM, W.A.: 15.27 S. 128.06 E. (See Plan) 


PORT LIMITS: All waters in the Cambridge Gulf South of a line 
extending from Cape Dussejour to the summit of Hill 437 on Lacrosse 
Island, thence to Cape Donett. 

DOCUMENTS/HEALTH: See “Melbourne”. 

APPROACHES: Generally speaking, it is preferable to arrive at the pilot 
station at daybreak. Approach Medusa Bank and pass Westward (buoy 
bearing O90° distance 1 mile). Steer 180° until Lacrosse Island 
Lighthouse bears 040°, distance 2 miles. Alter course to 145°to a 
position with Shakespeare Hill and Cone Hill in transit (086°), Cone Hill 
distance 4 miles. The course should then be altered to 225°. Course 
clears Guthrie and East Banks and puts Black Cliff right ahead. 

It will be noted that a conspicuous hill (un-named) is sighted 
immediately behind Black Cliff Point and these together form an 
excellent lead down this part of the Gulf to a position off Islet Point. 
From this point onwards pilotage is fairly complicated. There is a 
submerged wreck off the jetty, which must be considered when berthing 
and unberthing. Large vessels may only navigate the Hare Channel at 
half tide or better, as there is a 5.5 m. patch in the fairway. 
PILOTAGE: Compulsory for all vessels entering the port except those 
whose Masters have pilotage exemptions. Pilot Boarding Ground, 
Nicholl's Point bearing 214° distance 5.2 miles (Lat. 14° 58.2’ S., Long. 
128° 10.3’ E.). By special arrangement, and if the vessel has no charts 
and subject to weather, the Pilot will board at the Outer Pilot Boarding 
Ground, Lacrosse Island Light bearing 351° distance 4.7 miles. 

Harbour Master/Pilot is stationed permanently at Wyndham. Early 
ETA advice (10 days) is essential and should be sent to Harbour Master, 
Wyndham. 48 hours and 24 hours prior to arrival give ETA to Harbour 
Master, Department of Transport, Wyndham. 

The approaches Channel has a minimum depth of 5.5 m. LWOST. 
ETA: Shipserve “Harbour Master Wyndham” required 48 hours and 
24 hours notice prior arrival. The 24 hours message should be timed to 
be delivered before 1500 hrs. local time on the day before arrival so that 
arrangements can be finalised, when possible, in working hours. 

Indicate max. draft in the 48 hours notice. 

RESTRICTIONS: The max. length of vessel permitted to navigate the 
Gulf is 189 m. overall. Longer vessels fitted with bow thrusters have 
used the port by special permission. 

The Gulf is not navigable during hours of darkness at present. 
MAX. SIZE: Length 190 m., draft 8.8 m. 

HEALTH: Wyndham is a First Port of Entry. Masters are required to 
radio Port Health Authority, Wyndham, not less than 12 hours prior to 
arrival at pilotage station and giving state of health of the vessel. 
Examination for pratique is usually conducted after arrival alongside and 
nobody is permitted ashore until doctor's examination is completed. 
TUGS: None. 

BERTHING: There is a jetty of 283 m. in length. The Southern 210 m. 
having a least depth of 9.14 m., there is slightly less water at the Northern 
end. 


Ordinary moorings are used. A launch is on station to run lines. There 
is no ees 
STEVEDORES: Working hours: 0730 — 1130 hrs., 1230 — 1630 hrs., 
1630 — 1830 hrs. When no extension of work, labour finishes at 1630 hrs. 

Labour is organised by stevedores. WWF conditions prevail. Prior 
advice as to labour requirements, hatches to be worked, etc., is of great 
assistance to stevedores. 
FRESH WATER: Available at both berths. Supply is 10 t.p.h. approx. 
FUEL: Not available. 
REPAIRS: No facilities. 
CERTIFICATES: See “Melbourne”. 
TIME: See “General” before first port. 
CARGO HANDLING: By ship's gear only direct to motor transport. 
Forti trucks and pallets are used for handling general cargo where 
suitable. 

A container park and facilities for handling and storage of reefer and 
dry containers ashore has been installed. 

Bulk Loader on South Berth, grain loading rate 120 t.p.h. 
GARBAGE DISPOSAL: No facilities available. 
WASTE OIL DISPOSAL: No facilities available. 
SEAMAN’S CLUBS: None. 
CURRENCY: Australian Dollar. A$1.00 = U.S.$0.70 (15.2.94). 
AUTHORITY: Department of Transport, P.O.Box 186, Wyndham, 
Western Australia 6740. Te/: (091) 611006, 611203. FAX: (091) 611244. 
Contact: Eric Barron, Harbour Master. 
AGENT: Sub-agent of Patrick Sleigh Shipping Agencies Pty. Ltd., 
Fremantle. 


YAMBA, N.S.W.: 29.26 S. 153.21 E. (See Plan) 


PORT LIMITS: One nautical mile Eastwards of the ends of the North 
and South Breakwaters defines the seaward limits of the port. 
DOCUMENTS: 
2 Crew Lists, Form M&S 11. 
2 Port of Call Lists. 
2 Passenger Lists, Forms M308, 309, 310 (2 each). 
1 Crew Personal Effects List, Form 5. 
1 Store List, Form 42A. 
1 Animal Pets aboard, Form QA4. 
Ship's Log. 
Last Port Clearance. 
Safety Certificates: Construction, Equipment, Safety Equipment, 
Loadline, Radio. 
Where possible, cargo manifests and stowage plans should be 
forwarded by airmail ahead of the vessel to the local Agent. 


AUSTRALIA 


PILOTAGE: The Clarence buoyage is IALA “System A”. Pilotage is 
compulsory for all craft exceeding 30.48 m. LOA, unless a current 
Pilotage Exemption is held by the Master. 

Notice of ETA and request for a Pilot must be made to the Harbour 
Master not less than 24 hours before ETA at breakwater. Cable address 
is “Pilot Yamba”. Confirmation of ETA is required 2 hours before arrival 
breakwater. Channel 16 VHF is continuously watched 1 hour before last 
ger ETA and ETA may be confirmed or adjusted on this frequency. 

ilot boat is 15 m. LOA and is a black hulled tug with black funnel and 
white superstructure, called “Francis Freeburn”. The usual international 
signals may be employed by vessels requiring a Pilot. The Pilot boarding 
point may vary according to weather and sea conditions, if possible it 
will be 1 nautical mile seaward of the breakwater, otherwise Pilot will 
either issue instructions or lead vessel into the river and board just inside 
breakwater entrance. Pilot boarding arrangements must be according 
to IMO rules. Vessels awaiting Pilot or suitable tide may anchor between 
1 and 2 miles East of the breakwater entrance — sand bottom and good 
holding ground. 

Pilot ladder 1.0m. up from waters edge, no manropes for inward 
vessels, ladder on starboard side, port side for departure, plus 
manropes. 

ANCHORAGE: Masters familiar with the port and pilotage vessels may 
proceed to an anchorage downstream of the Harwood Bridge for 
berthing at Harwood Sugar Mill in 5.0 m. of water or to a position midway 
between Freeburn Island and Illuka Wall in 6.0 m. of water for vessels 
berthing at Goodwood Island wharf. Also see “Pilotage”. 
RESTRICTIONS: Vessels can enter the port day or night. The only 
restrictions would be on bar conditions and the height of tide in relation 
to vessel's draft. 

MAX. SIZE: Generally, there is no restriction on length, max. beam would 
be approximately 70 m. to get through a 91 m. passage in a rock reef 
inside the breakwater entrance. The main restriction is draft of vessel 
which is 5.0 m. to Goodwood Island Wharf plus height of tide, such tides 
being almost identical to Sydney in both height and time. 

HEALTH: Australian Commonwealth Rules apply. 

RADIO: Sydney Radio (VIS) or Brisbane Radio (VIB) are the long range 
area stations. 

VHF: The base station with call sign “Yamba Harbour Control” is 
situated behind the Wooli Head Lighthouse. A continuous watch is not 
maintained, only on prior notice that a vessel is due. Initial calls are 
made on Channel 16, another Channel will be used after contact has 
been made. The pilot vessel, which also acts as tug, if required, has 
Channels 16, 12, 6, and 8. 

RADAR: There is no Port Control Radar. 

TUGS: There are no commercial tugs, the pilot vessel may act as a tug 
if required either by the Master of the vessel or on advice from the Pilot. 
The “Francis Freeburn” is 460 b.h.p. and five tonnes bollard pull. 
BERTHING: Main general cargo berth is Goodwood Island Wharf. This 
is a concrete decked, concrete piled wharf with timber and rubber fender 
piles. Permissible wheel loading (Cargo stacking — 2,750 kg./sq.m.; 
forklift truck wheel loads — 6 tonnes (12 tonnes max. axle load); mobile 
crane loads — special permission required; gross vehicle weight for 
trucks - 40 tonnes), whart 70 m., deck floor 
2,600 kg./sq.m. Vessels of greater than 70 m. length can secure at the 
berth as bollards are available 24m. and 30 m. up and downstream 
respectively from the wharf. The least depth alongside the wharf is 7.0 m. 
An 18m. xX 12 m. covered storage shed is available. The shed can not 
be used for general cargo, if goods under Customs control are stored 
therein. A large paved cargo stacking area is available, together with 
container washdown facilities and a small incinerator for waste cargo 
packing. The port has been upgraded to a Port of First Entry to Australia 
for cargo ships only. Ship’s gear is usually employed, but mobile cranes 
up to 50 tonnes capacity are available at reasonable notice for extended 
hire. 

There are no Roll-on/Roll-off traffic berths or berths for handling liquid 
chemicals or LPG carriers. The berth at Goodwood Island is suitable for 
loading or discharging explosives. 

STEVEDORES: Working hours are from 0800 — 1900 hrs. 5 days per 
week, weekends by arrangement, also second and third shifts by 
arrangement. 

MEDICAL: Full hospital facilities at Level 2 available without prior notice, 
Level 3 on transfer to Grafton or Lismore with specialist services. 
FRESH WATER: Good quality potable water available in unlimited 
quantities at 30 tonnes/p.h. per connection, ship's hoses used at the 
present time. 

FUEL: Nearly all grades of fuels and lubricants are available by road 
transport with arrangements being made through Agent. 

CONSULS: Nearest at Sydney or Brisbane. 

REPAIRS: Routine maintenance and boilermaking assistance to light 
engineering standards. The nearest foundry is in Ballina, 1 hour's drive 
from the port. 

SURVEYORS: Lloyd's Agents who also represent other Classification 
Societies and Surveyors can be brought from Sydney or Brisbane at 
short notice. 

GANGWAY/DECK WATCHMEN: Gangway and deck watchmen are not 
normally used in this port but can be obtained at Union award rates, 
with prior notice to the Agent. Watchmen engaged by stevedores for 
main gates. 

HATCHES: Opening/closing normally handled by stevedores whilst 
alongside or by ship's crew before arrival. 

CUSTOMS ALLOWANCES: Australian Commonwealth Regulations apply. 
CARGO GEAR: Discharge or loading of cargo at Goodwood Island 
Wharf is by ship's gear, however mobile cranes up to 50 tonnes capacity 
are available for extended hire at short notice. 

REPATRIATION: Scheduled aircraft to Sydney are available twice daily 
at Grafton Airport, 1 hour's drive away. Rail connections to and from 
Sydney are also available at Grafton. All facilities exist for changes of 
crew and repatriation of seamen with prior notice to Australian Customs 
at Coffs Harbour. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


AIRPORT: See “Repatriation”. NOTES 
TIME: See “General” before first port. : Ay ; 
HOLIDAYS: Christmas Day, New Year's Day, Anzac Day and Good Please also advise Shipping Guides Ltd. 


Friday. 
POLICE/AMBULANCE/FIRE: All emergency services are available 
through the local wharf office. 

Police: lluka 46 6019: Maclean 45 2444. 

Fire: If unanswered Tel: 42 0222. 

Ambulance: Maclean 54 2420/45 2020. 
EMERGENCY CO-ORDINATION CENTRE: All emergencies are co- 
ordinated through Canberra. 
TELEPHONES: This service is available aboard ships at Goodwood 
Island Wharf by prior arrangement through the Agent, local calls only, 
account rendered through the Port Authority. 
SERVICES: A compass adjuster resides at the port. 
STORING: Vessels can be stored by trucks, all “under Bond” goods 
are subject to Australian Bureau of Customs control. Trucks can proceed 
alongside vessel at berth during storing. Fork lift trucks can be used on 
wharf to handle stores. Local riggers can be employed to assist storing. 
SHORE LEAVE: When Immigration and Customs requirements have 
been satisfied, there is no restriction on crew shore leave, so long as 
they rejoin the vessel before departure. 
IDENTIFICATION CARDS: There is no need for identity cards or shore 
Soaps except in so far as non-English speaking persons may wish to 

able to identify themselves. 

GARBAGE DISPOSAL: Subject to Plant Quarantine Regulations, skips 
on wharf for rubbish. Charge is covered with normal utility wharf charge. 
WASTE OIL DISPOSAL: No facilities. 
SEAMAN’S CLUBS: None. 
DELAYS: Berthing delays are very infrequent, only possible delay would 
be due to adverse bar conditions. 
AUTHORITY: M.S.B., Port Co-Ordination and Planning Division, G.P.O. 
Box 32, Sydney 2001, Australia. Te/: (02) 3642003. FAX: (02) 3642321. 
Local Office: Captain G. W. Gray, Pilot Station, Yamba, NSW 2464. 
Tel: (066) 462002. FAX: (066) 461596. 


AGENT: Sub-agent of Patrick Sleigh Shipping Agencies Pty. Ltd., 
Sydney. 


YAMPI SOUND, W.A. (Cockatoo Island and Koolan 
Island): 16.08 S. 123.38 E. 


COCKATOO ISLAND CLOSED MAY 31ST, 1986. WHARF 
FACILITIES CLOSED AT KOOLAN ISLAND IN JUNE 1993. 
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Azores 


HORTA, Faial: 38.32 N. 28.38 W. 


DOCUMENTS: 

3 Crew Lists. 

3 Passenger Lists. 
For Customs 

Arrival Declaration. 

Manifest of Cargo for Discharge or in Transit. 

Provisions List. 

Request to Commence Load/Discharge. 

For Port Health 

Derat Certificate or exemption. 

Health Clearance from Last Port. 
For Port Captain 

Seaworthiness Certificate. 

Certificate of Registry. 

Tonnage Certificate. 

PILOTAGE: Can be called by 2 long and 1 short blast on the whistle, 
or by International Code flag “G’’. Radio contact with pilot station can 
be made by VHF Channel ¥6; Tel: 2182; via radio station CUG, or in 
cases of urgency, through the Horta Naval Radio Station CTH. 

Pilot launch painted black with “Pilotos” painted on each bulwark. If 
requested by Master, Pilot will board at entrance of Faial-Pico Channel 
or Faial-St. George Channel. Otherwise Pilot will board at port entrance. 
Vessels waiting for Pilot must remain 1.5 miles from the breakwater with 
Ponta de Doca Lighthouse in line with Avia Larga Lighthouse on Pico 
Island. 

ANCHORAGE: The best holding ground is with the breakwater light in 
line with the tower of San Francisco church bearing 272°, and with Ilheu 
Negro in line with Casa Joao Catita bearing 203°. Another line of good 
soundings is in the open Channel dos Ingleses. 

MAX. SIZE: For berthing, max. draft 22 ft. Depth in the artificial port is 
36 ft. at HW. Depth at buoy moorings: 33 ft. Vessels of any draft can 
anchor outside the port. 

HEALTH: If vessel has not touched any contaminated port, Pilot will 
haul up signal “TO” and Health Inspector will give Free Pratique. Master 
is obliged to send the Maritime Declaration of Health given by the Pilot 
to shore within one hour together with a Crew List and Cargo Manifest. 
If vessel has suspected case of fever on board or is coming from a port 
in acontaminated zone, Pratique will only be given after Health Inspector 
has boarded. 

RADIO: Commercial station CUG and Naval station CTH. 

TUGS: None available. 

STEVEDORES: Gangs are provided by local stevedores syndicate 
when requested by Master or Agent. 

MEDICAL: Doctors and hospital facilities always available. 

FRESH WATER: Can be provided by one water barge, capacity 
200 tons. Also available from 3 hydrants on quay, rate 50 t.p.h. 

FUEL: Gas oil and gasoline available by pipeline on quay. 

CONSULS: 

France Germany Netherlands 

Greece Italy Norway 
REPAIRS: Machinery and small electronic repairs can be effected. 
ee WATCHMEN: Police Guard or Coast Guard (Policia 

aritima). 

OPENING/CLOSING HATCHES: Performed by stevedores. 

CUSTOMS ALLOWANCES: Up to 150 grammes tobacco and small 

allowance wine or spirits for each man. 

REPATRIATION: Can be arranged. 

AIRPORT: Several flights during the day from Faial Airport, 10 km. from 

the port, to Lajes Airport and International Airport at Santa Maria. There 

is a daily boat service to Pico and several weekly to other islands. 

Heed MT minus 1 hour in Winter. GMT in Summer (See “Ponta 
elgada’”’). 

HOLIDAYS: 1st January; 25th April; 1st May; 10th June; 24th June; 

15th August; Corpus Christi; 5th October; 1st November; 8th December; 

25th December. 

POLICE/AMBULANCE/FIRE: Police 22022; Ambulance 115; Fire 

22333 and 115. 

TELEPHONES: Can be connected on board vessels berthed alongside. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not required. 

GARBAGE DISPOSAL: Containers for garbage available on the main 
pier. 

WASTE OIL DISPOSAL: 200 litre drums are provided by the Port 

Authority. No private companies available. 

SEAMAN’S CLUBS: No Seaman's Club available. Long distance 

telephone calls can be made from the Post Office. Churches available. 

oa Astor Portuguese Escudo. U.S.$1.00 = 171.5 Escudos 

94) 

AUTHORITY: Junta Autonoma do Porto da Horta, Avenida Gago 

Coutinho S. Cabral 7, 9900 Horta, Azores. (Postal address: Apartado 70, 

9901 Horta Codex). Te/: (092) 22164, 22165, 22166. Fax: 092-22523. 

Contact: Angelo Leonardo Andrade, Port Director. 


(See Plan) 


AZORES 


PONTA DELGADA, San Miguel: 37.44 N. 25.40 W. 
(See Plan) 


DOCUMENTS: 

1 Stores List. 

4 Crew Lists. 

4 Landing Passenger Lists. 

4 In-Transit Passenger Lists. 

2 Manifests of Cargo being landed. 

1 In-Transit Cargo Manifest. 

Ship's Register. 

Load-line Certificate. 

Safety Equipment Certificates (London Convention). 

Derat Certificate. 

Shipmaster's Report: April 1990 (Research Vessel). 

2 Stores Lists (Deck, Engine, Catering, Bond) — Form C 132. 

5 Crew Lists. 

2 Crew Effects Declarations — Form C 142. 

PILOTAGE: Good deep approach. Harbour Pilot boards 0.5 miles S.E. 
of breakwater. Radio Harbour Master direct or through Agent ETA 
48 hours notice. ETA message to include draft, reason for calling, type 
of bunker required, fresh water required, oil products needed, nature of 
repairs and what cargo, if any, aboard. 

Pilot station with visual signal tower and radiotelephony, at entrance 
of port installations. Telephone number 2.35.50. Pilot's motorboat — 
Pilotos in capital white letters printed both sides hull, as well as flag “P” 
hoisted during day or 1 red and 1 white light at night. 

When necessary, Pilot motorboat will complete identification by 
flashing word “Pilotos”’. 

Besides usual signals of ICS, Pilots’ station, when necessary, will hoist 
on main signal tower the following: 

By Day — Flag “X” of ICS — Wait outside Harbour (for Portuguese or 
foreign ships regularly visiting Ponta Delgada); Flags “OG” of the ICS 
— Wait outside Harbour (for all other ships); 

By Night — Two green lights (one above the other) — Wait outside the 
Harbour (for Portuguese and Mahan ot ships). 
ANCHORAGE: Outside artificial harbour, in roadstead and off 
breakwater, anchorage suitable for all ships whose drafts are too deep 
for admission into artificial port — over 40 ft. depth. Good holding ground. 
RESTRICTIONS: Vessel considered adversely trimmed when more 
than 10 ft. “by the stern” or 2 ft. “by the head”. 

MAX. SIZE: Up to 38 ft. draft. 

HEALTH: The Pilot requests Master to hoist quarantine flag when vessel 
comes from an infected port, or when sick people carried on board. Port 
doctor then boards for inspection and nobody allowed to board or leave 
vessel before completion of inspection. 

Animals: \mportation and transit of all birds and small animals allowed 
but fon Health Certificate and valid Rabic Vaccination Certificate 
required. 

RADIO: San Miguel Radio, call sign CUG. Transmitting on 1663.5 kHz. 
Receiving on 2182 kHz. Radio telephone frequencies 4415.8, 8792.8, 
and 13175.5 kHz. 

RADAR/VHF: Harbour radar covers range of 20 sea miles; controls 
inside harbour waters. VHF location — main signal tower. Call sign — 
“Pilotos”. Operating 24 hours on Channel 16. Range 20 to 25 miles. 

Calis must be made on Channel 16 and then shift to Channels 20 or 
22 as indicated by Port Operations Station. Channel 14 used for 
communications between tug, Pilot station, Pilot aboard, during 
manoeuvres of mooring and unmooring. It should be understood that 
the Port Operations Station is not to be used for ship's business with 
Agents or Shippers of cargo. 

TUGS: Two tugs, 1,100 h.p. and 3,400 h.p. operated by Junta Autonoma 
available for assistance during berthing and unberthing. 
BERTHING: 

No. 1— Quay for small craft. 

No. 2— West Quay, 1,069 ft. long, min. depth alongside, LW, 20 ft. 

No. 3— Central Quay, 678 ft. long, min. depth alongside LW, 27 ft. 

No. 4— East Quay, 2,023 ft. long, min. depth aot ies LW, 40 ft. 

Mooring buoys in depths ranging from 20 ft. to 30 
MEDICAL: Large well-equipped hospital. Santa Casa da Misericordia 
de Ponta Delgada, telephone number 2.23.22 and Clinica de Bom Jesus, 
telephone number 2.53.52. 


TANKERS: Vessels carrying explosives, inflammable liquid or any other 
dangerous cargoes, before entering port, must hoist International Code 
Signal “B” at foremast during day and a red light at night. Upon boarding 
vessel the harbour Pilot enquires from the Master whether there are 
explosives and any other dangerous cargoes on board. Masters 
requested to supply accurate information as to quantity and nature in 
order to enable Port Authorities to select a suitable berth or anchorage 
for vessel. 

Constant Readiness: Vessels carrying dangerous cargoes, while 
moored, must maintain engines and propulsion machinery in readiness 
to leave the port under full power, if necessary. 


STEVEDORES: Available. Early advice to Agent recommended. 
FRESH WATER: Available at all quays ex-hydrants. 
FUEL: Bunkers are readily available but, for their own convenience 
Masters should telegraph Agents quantity and type of bunkers required. 
In order to avoid possible delays to their own and other vessels, Masters 
e requested to replenish bunkers at the time suggested by their 
Agents. 
GANGWAY/DECK WATCHMEN: Customs Guards are on duty upon 
the quay and at the entrance of the wharf. Customs guards are also 
placed on board and those assigned for this duty should be provided 
with meals (at regular meal times) and sleeping quarters on board. 


CUSTOMS ALLOWANCES: Storerooms will be sealed but a 
reasonable quantity of stores, estimated as indispensable for 
consumption, may be removed before sealing. This amount should be 
ready for removal from the storeroom prior to arrival at berth. 
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CARGO GEAR: Electric Cranes: 1x25 tons. 1x12 tons. 2x6 tons. NOTES 


1x3 tons. ” ind i 
haute Cratinn, 115 tore. Please also advise Shipping Guides Ltd. 


Fork Lift Trucks: 2.5 tons — 42 tons. 


CONSULS: 

Belgium Tel: 2 30 11 Italy Tel: 2 42 46 
Brazil Tel: 2 26 38 Mexico Tel: 2 27 04 
Chile Tel: 2 32 26 Netherlands Tel: 2 22 04 
Denmark Tel: 2 42 91 Norway Tel: 2 27 83 
Dominican Rep. Tel: 2 53 90 Panama Tel: 2 20 45 
Finland Tel: 2 35 59 Spain Tel: 3 26 40 
France Tel: 2 71 27 Sweden Tel: 2 26 38 
Germany Tel: 2 39 35 Turkey Tel: 2 26 67 

reece Tel: 2 41 29 U.S.A Tel: 2 22 16 


installations, motors and refrigerating systems can also be undertaken 
as well as repairs to wireless stations (including VHF, radio-telephone 
equipment, radar, echo-sounders, direction-finders, gyro-compasses, 
steering-gear, Sal logs and cinema projectors). 

Workshops duly equipped to undertake hull and engine repairs. Divers 
and equipment also available for some underwater work. Small tugs, 
motor-launches and lighters. Small slipway for vessels up to 200 ft. long. 
No dry-docking available. A sea-going salvage tug, owned by Junta 
Autonoma is stationed in the port. 

REPATRIATION: Can be arranged. 
AIRPORT: 3 km. from Ponta Delgada. Daily flights to Lisbon by TAP- 
Air Portugal and to all other islands of the Azores, by SATA Airlines. 

Daily connections with flights of TAP-Air Portugal, to and from Europe 
and United States or Canada. 

TIME: GMT minus 1 hour in Winter. GMT in Summer from 0000 hrs. 
last Sunday in March to 0100 hrs. (local time) last Sunday in September. 
HOLIDAYS: ist January — New Year's Day, 25th April (Liberty Day), 
1st May (Workers Day), June 10th (Portugual Day), Corpus Christi, 
August 15th, October 5th, November 1st, December 1st, Monday before 
Ascension Day. Government offices close on afternoon of Maundy 
Thursday and on afternoon of Christmas Eve. Most firms close on 
Shrove Tuesday and Good Friday. 

POLICE/FIRE/AMBULANCE: Police Tel: 22022; Fire Tel: 22333; 
Ambulance Tel: 22022 or 115. 

TELEPHONES: Any ship moored alongside can be connected to the 
city’s telephone network, upon request through the ship's Agent. 
SERVICES: Fresh and dry provisions available all the year round. 
SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: No Crew members allowed ashore without 
landing cards, which are supplied by Agents. 

REG TIONS: Ballast: Vessels must arrive with sufficient ballast to 
permit safe handling. 

Ratguards: It is advisable to use ratguards while moored alongside. 
Scupper Covers: Boards or other suitable devices must be used to cover 
outlets from lavatory discharges, etc., to prevent fouling of pier or craft 
alongside. 

Garbage: It is absolutely forbidden to dispose of cinders, garbage, or 
any other refuse inside the harbour or within the territorial waters limit. 
Non-compliance is subject to heavy fines. 

GENERAL: Visual storm signals are shown on Main Signal Tower. 
AUTHORITY: Junta Autonoma do Porto de Ponta Delgada, Rua Teofilo 
Braga 1, 9500 Ponta Delgada, San Miguel, Azores. Tel: 25221-25225 
(5 lines). Telex: 82287 Portos P. FAX: 23390. Contact: Luis Brandao, 
Port Director. 
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Bahamas 


FREEPORT: 26.31 N. 78.46 W. 


DOCUMENTS: 
(a) Inwards: 


(See Plan) 


Immigra- 
tion Agents Total 
1 1 


Description Customs 
Crew Lists 
. In Transit Passenger List 
Disembarking Passenger List 
. Stores List 
Gift Shop Inventory 
Crew's Declaration 
Ship's Report Inwards 
(supplied by Agents) 
. Maritime Declaration of Health 
(supplied by Agents) 1 _— — 1 
Cargo Manifest for Freeport 4 — 2 6 
. Landing cards supplied by Agents to be completed by each 
disembarking passenger. 
11. Baggage Declaration forms supplied by Agents to be completed by 
each disembarking passenger. 
12. Clearance from Last Port will be collected by Customs. 
13. Derat Certificate should be available for inspection. 
If vessel's previous port of call was in Bahamas items (7), (8) and 
(13) need not be complied with. 
When vessel requires Consular Despatch to country such as 


2 2 
2 2 


Nm NNNNNNY 
& NNNWDDS 


1 1 


Se© 2 NOMSoON= 


_ 


Venezuela, 2 extra copies items (1), (4) and (6) should be supplied. 


(b) Outwards: 
Immigra- 

Description Customs tion Agents Total 
1. Ship's Report Outwards 

(supplied by Agents) 2 —_— _— 2 
2. List of Embarking Passengers 

(if any) 2 2 2 6 
3. Outward Manifest Freeport 

Cargo ) — 2 4 


if vessel clearing for another Bahamian port item (1) does not have 

to be complied with, but copy of next port’s manifest required. 
APPROACHES: The following landmarks are prominent when 
approaching the port: Borco Refinery 3 chimneys. 369 ft. above MLW. 
White with red bands showing 3 sets of 4 red lights at night. Visible 
approx. 20 miles. Flames occasionally visible from Borco stacks. 
Bahamas Cement Company storage silos just to West of harbour 
entrance. Visible approx. 15 miles. 

Currents in the area are not predictable and are largely wind induced. 
Harbour is approached through straight channel 1,800 ft. in length, 
500 ft. width and with controlling depth of 32 ft. below MLW. Turning 
basin, 2,000 ft. by 1,800 ft. Vessels may enter and leave harbour on 
24 hour basis, weather permitting. 

Vessels using Freeport Harbour are advised that an Aero Beacon 
situated in the Dock 1 area transmits continuously on 209 kHz. the group 
“ZEP" at a rate of 7 words per minute. The output is rated at 100 Watts. 
po by surface craft has been registered at 60 — 70 nautical miles 

istance. 

PILOTAGE: Compulsory for passenger vessels exceeding 199 gross 
tons and freighters exceeding 399 gross tons. Pilotage is compulsory 
for tankers berthing at Borco Dock, but vessels calling for bunkers only 
may anchor and bunker by barge without using Pilot services. However, 
pilotage recommended. Pilot station located in position in which Freeport 
Light bears 050° True, distance 2 miles. Approaching Freeport, 
particularly from North West, keep at least 3 miles from shore, and, 
when off port, remain at pilot station until boarded by Pilot. Pilotage area 
extends from pilot station to offshore refuelling moorings, anchorage to 
West of harbour entrance and harbour. Pilots available any time of day 
or night. Freeport Harbour Control maintains a 24 hour watch for radio 
signals. Borco on VHF Channel 13 only. 

Vessels can communicate by RT on 2182 kHz, and once they have 
established contact will normally be asked to switch to one of the 
following frequencies: 2638 or 2738 kHz. Vessels can also communicate 
by VHF Channels 16 and 14. Freeport call sign on all frequencies is 
ZFP 81 or Freeport Harbour Control. Give ETA 48 hours in advance, 
with subsequent corrections as necessary. 

The Restricted Area has been extended to 1 nautical mile radius from 
the Eastern end of No. 2 Jetty (Inner Jetty). Vessels are prohibited from 
anchoring in this area. No other vessels (with the exception of Borco or 
Harbour Company vessels) should enter the Restricted Area owing to 
the fire hazard created by the handling of inflammable liquids emitting 
explosive vapours. 

Additionally, a 2 nautical mile area centered on the Eastern end of 
No. 2 Jetty (Inner Jetty) has been established. Any vessel closing the 
port from seaward in order to take on stores, land crew members, take 
on bunkers, fresh water, etc., other than a vessel going alongside the 
jetties or entering the harbour, should remain outside this 2 mile limit. 

Unauthorised entry into these areas does not carry a penalty, 

however, the prudent mariner is advised that in any investigative 
proceedings into accidents within these areas, due account will be taken 
of any failure by a vessel to observe the 2 nautical mile and 1 nautical 
mile limits as indicated. 
ANCHORAGES: There is a good offshore anchorage approximately 
2,500 ft. to the N.W. from the entrance channel for a distance of 1.5 
miles (submarine cable in existence) which is sheltered from Northerly 
winds. The bottom of the sea is lime and coral rock covered by sand 
and loose lime. 

Anchorage area is exposed during periods when strong Southerly 
winds prevail. During these periods, vessels may drag their anchors. 
Mariners are therefore advised to use anchorage areas with caution. 


BAHAMAS 


A vessel can anchor in depths of 14.6 m. to 18.3 m. (48 ft. to 60 ft.) 
to the West of the harbour entrance with No. 1 Jetty (Outer Jetty) in 
transit. Anchorage is not recommended for vessels greater than 60,000 
d.w.t. and vessel should be prepared to vacate the anchorage at short 
notice, particularly if the wind sets in from between S.E. and West. 
Pilotage is not compulsory but recommended and is available upon 
request. 


MAX. SIZE: Tanker Berths. 


Depth 
Alongside 
Berth d.w.t. (MLW) Max. Draft 
No. 3 up to 38,000 50 ft. 40 ft." 
4 sie 80,000 54 ft. 47 ft." 
5 lets 90,000 80 ft. 50 ft.*t 
6 ‘ingued 312,000 87 ft. 82 ft 
7 ai 65,000 53 ft. 40 ft." 
Heading 
East 
42 ft 
Heading 
West 
8 tiene 100,000 56 ft 50 ft.*t 
9 ans 130,000 68 ft. ae 
10 a 500,000 92 ft. 91 ft. 


*Drafts on Berths No. 3, 4, 5, 7, 8 and 9 are limited by depths over 
submarine pipe-lines in berth approaches. 

+47 ft. if headed S.E. 

$46 ft. arriving/47 ft. departing. 


HEALTH: Pratique granted by Customs Boarding Officer after Maritime 
Declaration of Health Form completed by Master and Derat Certificate 
examined. Important that vessel should not commence refuelling nor 
work cargo until cleared. A vessel arriving from another Bahamian port, 
e.g. Nassau, does not require Pratique. If any suspected disease or 
fever on board, Pratique may be withheld, pending examination by 
Government Medical Officer. 


RADIO: Recommended that radio messages giving ETA, etc., be 
transmitted via Miami Radio. 

Tankers proceeding to Borco Installation should transmit the following 
information within 6 hours of clearing at last port: 

(a) name of tanker; 

(b) name of port at which the tanker last called; 

(c) date and hour of estimated time of arrival at Freeport. 

It is imperative that the Master of each tanker shall establish 
communications with the refinery at least 72 hours prior to the estimated 
time of arrival, and that the refinery be notified of any change in ETA. 
Four hours before arrival at Freeport the Master should establish contact 
by VHF radio and advise on vessels precise ETA. Any berthing 
instructions will be passed to the Master at this time. 

Radio Telephone: A continuous watch is maintained by the Control 
Tower of Freeport (Bahamas) Harbour on 2182 kHz and on VHF 
Channels 16 and 14. 
Working frequencies are: 
Medium Frequencies: 

2638 kHz — Ship-to-Shore 

2738 kHz — Ship-to-Shore 

2782 kHz — Freeport Harbour (Private frequency). 
VHF: Channel 14 

In addition, Freeport Harbour can communicate on: 

2031.5 kHz — Miami Marine. 

2118 kHz — Miami Marine. 

2198 kHz — Nassau Marine. 

2670 kHz — Coast Guard 

As far in advance of the time of arrival as possible, but not less than 
1 hour, vessels should establish radio communication with “Freeport 
Harbour Control” to amend or confirm the ETA. 


TUGS: Borco Towing (Bortow) provide 3 tugs for assisting in berthing 
and unberthing. These are of 4,500 h.p. In addition there are 2 chartered 
tugs of 4,000 h.p. 

BERTHING: 17 berths, depth alongside up to 30 ft. 


STEVEDORES: Freeport Harbour Company, Ltd., are the sole 
stevedoring company. Some limitation on labour availability and difficult 
to obtain more than 2 gangs at any one time. Normal discharging rate 
10 d.w.t. per hook per hour. First ETA at least 48 hours prior arrival, to 
ensure labour booked in time. 
CRANES: Forklift trucks ranging from 8,000 Ibs. to 36,000 Ibs. capacity. 
Mobile cranes up to 75 tons capacity may be hired from local companies. 
SPECIALISED CARGO HANDLING FACILITIES: Cement: Bahamas 
Cement Company own and operate the whole of Basin No. 3 (1,365 ft. 
by 350 ft. by 636 ft. — depth 30 ft. at MLW), with bulk handling facilities. 
Roll-on/Roll-off: Basin No. 1: 2 ramps for 2 vessels (passenger/car ferry 
type) at S.E. end. Depth 28 ft. MLW. Both ramps approx. 4 ft. above 
MHW. 
Basin No. 2: 2 ramps for landing ship type vessels at S.E. end. Depth 
32 ft. MLW. 1 ramp 4 ft. above MLW (4 vis.), the other 0 ft. (1 vI.). 
LPG: There is an LPG and Chemical Berth in Basin No. 4 (Berth No. 14) 
which accommodates coastal tankers. 
Fore No. 4: Berths No. 12-14 used for bunkering vessels up to 600 ft. 
LOA. 

Berth No. 14 used for bulk chemicals (Shell) and gas. Berth No. 12 
used for wet docking. 

Berths No. 14 (West) and No. 12 (West) accommodate ships and 
Saal for loading of rock for export. 
MEDICAL: No port Medical Officers. Persons requiring attention must 
proceed approximately 7 miles to Freeport’s hospital and dental clinic, 
or to Antoni Clinic or Lucayan Medical Group Clinic which approximately 
same distance from port area. Holistic Health World also approximately 
7 miles from Freeport Harbour. Advance notice to Agent desirable but 
not essential. 
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TANKER BERTHING FACILITIES: There are 4 off-shore loading 
platforms (Sea Islands) situated between 2,500 ft. and 3,600 ft. from the 
shore line at Pinder's Point. There are 2 berths on each platform making 
a total of 8 berths which can accommodate tankers ranging in size from 
16,000 to 500,000 d.w.t. 

Inside the harbour at Dock 1 are facilities for handling smaller vessels, 
mainly barge loading and import/export of refined products on a small 
scale. This is the only Mogas import berth for the island. 


Borco Dock 1: The No. 1 Dock area is the centre of Bortow’s Operations. 
Bortow is responsible for the maintenance and provision of all marine 
transport associated with the off-shore operation. Bortow provides tug- 
boats, mooring boats, personnel carriers, pilotage service and bunker 
barge facilities, the barges being used to bunker and water vessels in 
the harbour and in the anchorage. 
The working length of the dock is 600 ft., it will accommodate vessels 
up to approximately 18,000 d.w.t. with a maximum draft of 27 ft. 
Bortow provide a bunkering service. This service is given to vessels 
visiting the Port of Freeport, (cruise ships, cargo ships), and to vessels 
anchoring outside the port solely to purchase, bunker fuel. The barge 
service is also used occasionally at Borco's marine facilities when it is 
more convenient to bunker a vessel by barge. Bunker fuel supplied to 
the above mentioned vessels ranges from diesel oil to heavy fuel oil, 
blends being made in between to suit individual customer requirements. 
Products imported or exported via the No. 1 Dock loading facilities 
are: 
Imports: 1. Premium Gasoline. 
2. Regular Gasoline. 
3. Heavy Fuel Oils for Bunkering. 
4. Heavy Fuel Oil, to be supplied as bunker fuel to visiting 
tankships. 
Exports: 1. Diesel oil to small craft for inter-island distribution. 
2. All grades of fuel oil into barges or tankships when 
arc for delivery to the Out-Islands or the East Coast of 
3. Kerosene. 
4. LPG. 


Note: Tankships, except for gasoline imports and local sales of kerosene 
and LPG, normally only use the No. 1 Dock facilities during occasions 
of extreme bad weather. 


Loading Platforms: The 3 loading platforms which accommodate 
Berths No. 3 & 4, 5 & 6, 7 & 8 are of fully enclosed, box like type of 
construction the interior of which contain equipment for the operation of 
each respective platform. 

The platform serving Berths No. 9 & 10 is of a slightly different eric 
in-so-much that it is of an open type construction with no between decks 
storage space. 

All of the platforms are situated in an elevated position approximately 
40 ft. above sea-level and are supported by piling structures sunk into 
the sea-bed. 

The platforms serving Berths No. 3 & 4, 7 & 8 and 5 & 6, 9 & 10 are 
interconnected by cat-walks which extend in a N.W./S.E. direction, in 
line with prevalent weather conditions. The overall lengths of these 
structures are approximately 2,040 ft. and 3,000 ft. respectively. 

Each loading platform is entirely self-sufficient in that they each have 
their own power supply, fresh water, office and store-rooms, fire fighting 
and anti-pollution equipment, slop systems, storm water systems and a 
host of contributory operating equipment. Communication systems 
amount to P.B.X. Telephones, Magneto Telephones (inter-Jetty 
communication) and 2 VHF Radio systems. 

Two fresh water lines extend from the shore, one to Berths No. 9 & 
10 and the other to Berths No. 3 & 4. Fresh water is then supplied to 
Berths No. 5 & 6 via Berths No. 9 & 10, and Berths No. 7 & 8 via Berths 
No. 3 & 4. This water supply can also be used to water tankships 
alongside the platforms. 

To enable tankships to be safely secured alongside the loading 
facilities, each platform and associated cat-walk unit has mooring 
dolphins with quick-release mooring hooks and integral capstans. 


Berths No. 3 & 4: Situated approximately 2,500 ft. from the Pinder's 
Point shore-line with a platform size of 94 ft.x 100 ft.x 12 ft. in depth. 
Submarine sea lines available are: 


1x30 in. Diameter Crude Oil Line. 


2X24 in. Fuel Oil Lines. 

1X20 in. Diesel! Oil Line. 

1X20 in. Kero/Jet Line. Mothballed 
1X20 in. Naphtha Line. 

2X20 in. Dirty Ballast Lines. 

118 in. Bunker Fuel Line. 


These pipelines terminate at 12 in. Chicksan marine loading arms — 
counter balanced and hydraulically powered. 


Berths No. 5 & 6: Situated approximately 3,600 ft, from the Pinder's 
Point shore-line with a platform size of 100 ft.x 144 ft.x12 ft. in depth. 
Submarine sea lines available are: 


Berth No. 5. 
230 in. Diameter Crude Oil Lines. 
1x24 in. P Fuel ant 
1X20 in. Diesel Oil Line. 
1X20 in. Kero/Jet Line. Mothballed 
1X20 in. Dirty Ballast Line. 
1x18 in. Bunker Fuel Line. 
Berth No. 6. 
230 in. Crude Oil Lines. 
1X24 in. Fuel Oil Line. 
1X20 in. Dirty Ballast Line. 
1x18 in. Bunker Fuel Line. 


These pipelines terminate at 16 in. Chicksan marine loading arms of 
the same design as on Berths No. 3 & 4. 
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Berths No. 7 & 8: This platform was completed and handed over in 
1973. Situated approximately 2,500 ft. from the Pinder's Point shore- 
line with a platform size of 110 ft. x90 ft.x12 ft. in depth. 
Submarine sea lines available are: 
2x24 in. Diameter Fuel Oil Lines. 


1X20 in. Diesel Oil Line. 
1X20 in. Kero/Jet Line. 
1X20 in. Naphtha Line. 
1X20 in. Dirty Ballast Line. 
118 in. Bunker Fuel Line. 


There is no crude oil facility available at this berth. Crude oils will be 
handled by Berths No. 6, 9 & 10 under normal conditions. 

The above listed pipelines terminate at 12 in. Chicksan marine loading 
arms, again similar in construction to the berths mentioned previously. 
6 arms service each berth of which 2 are bunker lines and the remaining 
4 for product loading. 

Berths No. 9 & 10: This platform, the most recent addition to the marine 
loading facilities at Borco was completed and handed over in 1974. 

Situated approximately 3,600 ft. from the Pinder's Point shore-line 
with a platform size of 190 ft. x 125 ft. (No below deck space) this facility 
is of a rather different design to the other loading platforms namely: 

The platform is of a completely open design with major operating 
equipment sited on the top surface. Ancillary equipment such as slop 
and storm water systems are situated below the platform. Because of 
its design, equipment is more readily available and build up of 
hydrocarbon vapours is eliminated. 

Other features incorporated within the platform design are: 

1. Weather recording station. 

2. Meter (bunker) proving systems — electronically controlled. 

3. Berthing approach system for Berth No. 10 which is used by the 

Pilots as an aid in safety moving vessels on or off the berth. 

Submarine sea lines available are: 

1X20 in. Diameter Bunker Fuel Line. 


1X24 in. Fuel Oil Line. 
1X20 in. Ballast Water Line. 
1x42 in. Crude Oil Line. 
1X30 in. Crude Oil Line. 


As can be readily seen this platform is a crude oil/fuel oil loading/ 
discharging facility only, white oil products are not available. The above 
stated lines terminate at 10 Chicksan marine loading arms, again similar 
in construction to those on other platforms. The service per berth as below: 
Berth No. 112 in. Diameter Bunker Fuel. 


9. 
1X12 in. Ballast. 
1x12 in. . Fuel Oil. 
2x12 in. “ Crude Oil. 
Berth No. 116 in. Diameter Bunker Fuel. 
10. 
1X16 in. sd Ballast. 
1x16 in. m Fuel Oil. 
2x16 in. Crude Oil. 


Also see “Shipmaster's Report”. 
BALLAST: Facilities are provided for discharge of dirty ballast at the 
tanker jetties. Each jetty is connected by a 20 in. ballast pipe-line. These 
lines have been tested to 350 Ib. pressure and are designed for 150 Ib. 
working pressure. 
DENSITY: Salt water. Rise and fall of tide between 3 ft. and 3 ft. 6 in. 
FRESH WATER: Fresh water available by pipe-line in the harbour. 
Average pumping rate 18 t.p.h. per connection with maximum 2 
connections in the harbour. Fresh water also supplied by barge to the 
tanker berths at the rate of about 30 t.p.h. and to vessels at anchorage. 
FUEL: All grades available. 24 hours notice desirable. Bunkering 
facilities are provided at each tanker jetty. 116 in. pipe-line provides 
“C” fuel and intermediate fuel, and 1x16 in. pipe-line provides marine 
diesel and gas oils. Fuel also available to vessels at anchor by barge. 
CONSULS: No Consuls in Freeport. 
REPAIRS: Only minor repairs. 


SURVEYORS: 1. Caleb Brett (Bahamas) Ltd., 1st Floor Administration 
Building, Freeport Harbour, P.O.Box F-2428, Freeport, Bahamas. 
Tel: (809) 352-7608. Telex: (297) 30029. Cables: Brettcalcabhm. 

2. E. W. Saybolt & Co., S.A., 24C Kipling Building, P.O.Box 2049, 
Freeport, Bahamas. Tel: (809) 352-7616. Telex: (297) 30042. Cables: 
Saycosa. Additional offices South Riding Point, Grand Bahama, Harbour 
Area, Freeport. 

3. Epic Petroleum Inspection Co. Ltd., P.O.Box F-2525, 25 Churchill 
Building, Freeport, Bahamas. Tel: (809) 352-2525, 352-4139, 373-4840. 
Telex: 30051. 


GANGWAY/DECK WATCHMEN: Not necessary as security guards 
patrol port area 24 hours a day. 


OPENING/CLOSING HATCHES: Normally carried out by stevedores. 
CERTIFICATES: Derat Certificate required. 

CUSTOMS ALLOWANCES: 50 cigars or 200 cigarettes or 1 Ib. tobacco 
and 1 quart of spirits per man. 

CARGO GEAR: Currently no cranes based permanently in harbour 
area. However, mobile cranes can usually be made available, mag 
essential shipowners consult Agents before accepting heavy lifts 
requiring shore facilities for discharge 

REPATRIATION: Facilities for crew chengee and repatriation by air. 
AIRPORT: Approximately 5.5 miles from harbour, served by following 
airlines: Bahamas Air, T.W.A. and Air Canada. 

TIME: GMT minus 5 hours. Summertime, from April to October, GMT 
minus 4 hours. 

HOLIDAYS: No normal business activity in the poe on following days: 
New Year's Day; Good Friday; Easter Sunday; Christmas Day; Labour 
Day (1st Friday in June); Whit Monday; Independence Day (July 10th); 
Boxing Day (December 26th); Emancipation Day (ist Monday in 
August); Discovery Day (October 12th). Work ceases 1700 hrs. on day 
preceding above holidays and commences 0800 hrs. on day after. 


POLICE/AMBULANCE/JFIRE: Police Tel: 352-8333. Police Station at 
Passenger Terminal (Deck No. 1) and another approximately 2 miles 
from harbour, and operates several radio-controlled vehicles. 
Ambulance Tel: 352-6735. Ambulance based at Rand Memorial Hospital 
which approximately 7 miles from harbour. Fire Tel: 352-8888. Fire 
Station approximately 7 miles from harbour and at present consists of 
2 fire-trucks with auxiliary vehicles. 
TELEPHONES: Can be placed on board at certain berths. There is a 
pore laer charge. 
SHIP SUPPLY SERVICE: Lucaya Shipping and Trading Co. Ltd., 
P.O.Box F-3240, Freeport, Grand Bahama, Bahamas. Tel: (809) 352- 
3581. Cables: Caytrade. Telex: 30 711. 

Services may be performed by launch or tug boat 2.5 to 3 miles off 
the port; at a berth in the harbour or at anchorage. 
IDENTIFICATION CARDS: Port personnel and agents wear |.D. cards 
issued by Freeport Harbour Co. 
GARBAGE DISPOSAL: Collection service available 0900 hrs. — 
1700 hrs. Drums or skips can be provided as requested alongside. 
Contact: Sanitation Services on (809) 352-9721. 
WASTE OIL DISPOSAL: Shore tanks, barges and tanker trucks are 
available through Sanitation Services. Tel: 352-9721. 
SEAMAN’S CLUBS: There are no Seamans Clubs available. Freeport 
is a total community. There are churches, synagogue, major banks and 
an interesting and varies social life. International telephone calls can be 
made using state of the art equipment. Sporting events can be arranged 
and transportation is by bus or taxi. 
CURRENCY: Bahamian Dollar is on a par with the U.S. Dollar and is 
freely exchanged with the U.S. currency. 


SHIPMASTER’S REPORT: December 1984 (updated 1990). 
Pilotage: Pilot boards from pilot boat. 
Radio: With 5 Day Message Receivers require the following: 
Name of vessel and call sign. 
Deepest arrival draft. 
Gross bbls. at observed temperature on arrival (estimated). 
Average temperature in °F on arrival (estimated). 
Expected discharge rate in bbis/hr. assuming unrestricted by shore 
facilities. 
Maximum freeboard 55 ft. 
No. and size of cargo manifolds. 
No. of hours required to ballast. 
Ship's loaded gross bbls. at 60°F less retained slops. 
Ship's slop quantity on arrival load port indicating oil and water in bbis. 
Indicate if Loading On Top (L.O.T.). 
Which slop tank. 
Indicate ship experience factor for last 5 cargoes excluding initial 
voyage after dry dock. 
Was Letter of Protest noted, if so give brief details. 
VHF: Channel 13 for working Pilots. 
Tugs: Usually 2 tugs, 1 of which will put up 2 headlines and 2 quarter 
lines, the other just 2 headlines. Depends on weather conditions as to 
which tug is forward and which aft. 


AUTHORITY: Freeport Harbour Company, Ltd., P.O.Box F-42465, 
Freeport, Grand Bahama. Tel: (809) 352-9651/4 or (809) 352-9088. 
FAX: (809) 352-6888. Cables: Freharco. Contact: Captain Michael 
O'Brien, Port Director. E. Charles Rolle, Harbour Master. 


NASSAU: 25.05 N. 77.20 W. (See Plan) 
DOCUMENTS: 
(a) Inwards: 
Immigra- 
Description Customs tion Agents Total 
1. Ship’s Report Inwards 
(supplied by Agents) 2 _— _— 2 
2. Maritime Declaration of 
Health (supplied by Agents) 1 _ — 1 
3. In transit passenger manifest 2 1 2 5 
4. Disembarking passenger 
manifest 2 1 2 5 
5. Crew Lists 2 _ 1 3 
6. Crew Curio List 1 — — 1 
7. Stores List 2 _ 1 3 
8. Gift Shop Inventory 1 _ _ 1 
9. Cargo Manifest 3 3 6 


10. Derat. Certificate — should be available for inspection. 
11. Clearance from last port to be given to Customs. 
12. Immigration landing cards must be completed by all passengers. 
(These are supplied by Agents.) 
13. Customs Declaration forms must be completed by all disembarking 
passengers. (These are supplied by Agents.) 
14. Cargo Tally books — two per hatch where Nassau cargo is to be 
discharged. 
If vessel's previous port of call was in Bahamas items 1, 2 and 10 
need not be complied with. Item 9 — two cargo manifests supplied 
to Agents should show freight charges in detail. 
Note: All non-Bahamian passengers finally disembarking at Nassau 
must be in possession of return ticket or have proper Bahamas 
Immigration Entry Permit. 


BAHAMAS 
(b) Outwards: 


Immigra- 

Description Customs tion Agents Total 
1. Ship's Report Outwards 

(supplied by Agents) 2 _ _ 2 
2. List of embarking 

passengers 2 1 2 5 
3. Manifest covering cargo 

loaded 3 _ 3 6 


Note: \f vessel clearing for another Bahamian port, item 1 does not 
have to be complied with, but copy of next port's manifest 
required. 

PILOTAGE: Presently no signal station and Masters requested 
telegraph ETA at least 48 hours in advance with subsequent 
amendments as necessary to Agents, who will inform Pilots. Pilot 
normally boards in approximate position one mile North of Western end 
of Hog Island (Paradise Island). When port closed due to bad weather 
a red flag will be displayed at Western end of Hog Island by day and 
red light in same location at night. Vessels may anchor in vicinity of pilot 
station where depth of water allows. There are three Pilots and boats 
are clearly marked “Pilot” and display international pilotage signals. 
Pilots are accustomed to boarding by pilot ladder. Pilots on VHF 
Channels 16 and 14. 

ANCHORAGES: Anchorage just off Nassau Harbour extends over area 
North and East of Western point of Hog Island to approximately half a 
mile off shore, where it becomes too deep. 

RESTRICTIONS: No restrictions apart from adverse weather conditions 
pe excessive draft which may make it advisable to enter on certain state 
of tide. 

MAX. SIZE: No restriction on length or breadth but safe draft is 
considered 35 ft. Largest vessel to enter harbour to date is QE II. Safe 
draft yo pier 25 ft. 

HEALTH: Provided vessel healthy Customs grant Free Pratique on 
receipt International Declaration of Health form completed and signed. 
If any suspected disease or fever on board Master should advise Agent 
by cable, who will inform appropriate authorities and advise Master 
clearance procedure. Once vessel obtained Free Pratique in one 
Bahamas Port and proceeds another there are no further procedures at 
next port. 

RADIO: Communications can be directed through Nassau Harbour 
Control, which came into existence in 1974, in an effort to control 
shipping and movements in and out of the harbour of Nassau. 

VHF frequencies used are Channels 6, 9, 14, 16, 12, 68, 73, 74, 79, 
20, 65 and 66. 

Single Side Band frequencies used are 2082.5 — 2182 kHz. Also 
transmits 2522 kHz, receive 2126 kHz upper sideband. 

AM Radio Ship-to-Shore frequencies are 2182 kHz. 

TUGS: 3 tugs, 2,180 h.p. — 4,620 h.p. Tugs normally join vessel at 
entrance to turning basin. Usual for vessels to provide tow line. 
BERTHING: No specific requirements but due to congestion essential 
that Agent is kept well informed of ETA. 

CRANES: There are 2 lift cranes for Container Handling at the Union 
and John Alfred Wharves. Both wharves are geared exclusively for 
container traffic, but a limited amount of break bulk cargo is handled at 
the Union Wharf. 

At the Union Wharf is an “American” Truck Crane of 120 ton capacity 
geared to handle 20 ft. and 40 ft. containers with a 100 ft. boom used 
in Lo/Lo method. 

The John Alfred Wharf is served by a Manitowac Track/Crawler crane 
of 130 ton capacity with a 150 ft. boom. Here 20 ft. and 40 ft. containers 
are landed by Lo/Lo method. Also available 135 ton mobile crane. 

The Union Wharf encompasses a total berth length of 546 ft., while 
at the John Alfred Wharf berth length is limited to 500 ft. 

BULK CARGO FACILITIES: There are no facilities for bulk cargo. 
BRIDGES: No bridges affecting entrance to main berths. 
STEVEDORES: Master should include in ETA number gangs required 
and tons per hatch for discharge, as shipping documents do not always 
arrive in advance. Discharge rate approximately 10 t.p.h. 

MEDICAL: Full medical services available. In serious cases requiring 
immediate attention Agent should be advised so that doctor may board 
on arrival. 

TANKERS: Limited facilities provided for tankers at Clifton Point on S.W. 
side of Island. Vessels moor to dolphins offshore and discharge through 
submarine pipeline. Vessels proceeding Clifton Point (unless otherwise 
advised) should pick up Pilot off Nassau and clear Customs. Only oil 
imports are for domestic purposes and there is no oil refinery. Max. draft 
Clifton Point 36 ft. 

Tugs: 2 tugs of about 2,000 h.p. each are used to assist in berthing. 
Usually 1 tug assists when leaving. 

Cautionary Advice: \In the past few years several Caribbean berths/ 
fendering systems were damaged during berthing operations, the 
absence of towing line, between tanker and tug(s) being a contributory 
cause. It is recommended that the Master discuss berthing practices 
with the Pilot before the approach and insist that a towing line be passed. 
Berthing: The vessel is moored port side to the pier. The starboard 
anchor is used at times. This procedure is sometimes reversed. Mooring 
is usually carried out during daylight hours, but vessels unmoor and sail 
at all hours. A boat takes the headlines to the buoy first, then the forward 
and aft breastlines, the springlines to the platform last. Six ropes forward, 
the same number aft. The boat remains in attendance at the pier to 
transport personnel and crewmen, during the discharge. 

Hoses and Boom: One or more 8 in. diameter hoses are used for clean 
products. Two or more grades can be pumped simultaneously. 

The platform is fitted with oil cargo pipelines as follows: 

1 LPG line, owned by Tropigas/Taylor, 6 in. 

1 distilled products line, Texaco, 8 in. 

1 diesel oil line, Bahamas Electric Co., 12 in. 

1 jet fuel/diesel oil line, Esso, also Shell, 12 in. 

1 Avgas/Mogas line, Shell, also Esso, 8 in. 

1 fuel oil line, Bahamas Electric Co., 10 in. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Tankers carrying more than one grade to Clifton Point should lay out 
the cargoes in such a way that two or more grades can be discharged 
simultaneously. 

1x10 in. diameter hose is used for dirty products. Maximum pressure 
allowed on the hoses is 125 p.s.i. 

Vessel's cargo boom is required for lifting cargo hoses. 

On completion of discharge, vessel's Butterworth or fire hose is 
connected to special hydrants on the cargo pipelines, to flush back the 
cargo hoses to the vessel's slop tanks. 

DENSITY: 1025. 

FRESH WATER: Available Prince George Wharf on old section but not 
yet provided on new deep water pier. Rate 10 — 15 t.p.h. from hose 
connections on dock. Public Water Department supplies hose end 
connections. Price approximately $9.55 per 1,000 gals. depending on 
amount required. No water barges available. 

FUEL: No fuelling facilities available with exception of small quantities 
diesel which may be delivered by Tanker Truck (4,000 gals.) by prior 
arrangement. 

Small tankers can deliver fuel (80,000 — 100,000 galis.). 

FIRE PRECAUTIONS: No special requirements. Vessels carrying 
et a should notify Agent in advance so that Authorities may be 
advised. 


CONSULS: 
Telephones 
Country Status Location Office Home 
Austria Honorary Consul Nassau 74258 74258 
Belgium Honorary Consul Nassau 32371 74233 
Canada Honorary 
Commercial Agent Nassau 55591 31305 
Cyprus Honorary Consul Nassau 24292 36189 
Denmark Honorary Consul Nassau 42265 42265 
France Honorary 
Consular Agent Nassau 32371 74233 
Honorary 
Consular Agent Freeport 352-7831/2 373-4611 
Germany Honorary Consul Nassau 32156-8 51230 
Greece Honorary 
Vice-Consul Nassau 24097 52025 
Guyana Honorary Consul Nassau 35491 34880 
Iceland Honorary 
Consul General Nassau 28956 57709 
Israel Honorary Consul Nassau 28956 34095 
Italy Honorary 
Consular Agent Nassau 24416 42013 
Japan Honorary Consul Nassau 35654 Unlisted 
Mexico Honorary Consul Nassau 52863 
Monaco Honorary Consul Nassau 51166 74050 
Netherlands Honorary Consul Nassau 28210 22334 
22275 
Norway Honorary Consul Nassau 24614 41112 
Peru Honorary Consul Nassau 57511 52177 
Sweden Honorary Consul Nassau 77944 77944 
77785 
Switzerland Honorary Consul Nassau 28349 


REPAIRS: Only limited repairs and requirements should be passed to 
Agent in advance of vessels arrival. 

GANGWAY/DECK WATCHMEN: Vessel! to supply own watchman if 
required. 

OPENING/CLOSING HATCHES: Roller hatches usually opened and 
closed by vessel's crew but older wooden hatches and tarpaulins 
handled by stevedores. 

CERTIFICATES: Only certificate normally required for inspection is 
Derat Certificate. 

CUSTOMS ALLOWANCES: Quantity should be reasonably based on 
individual requirement and length of stay in port. Actual amount is at 
discretion of Customs Officer clearing vessel. 

REPATRIATION: Crew changes can be arranged but accommodation 
expensive and not always available at short notice. 

AIRPORT: Extremely good air services. At certain periods airlines 
ee @ fully booked and suggested that reservations be made in 
advance. 

TIME: Local time (Eastern Standard Time) 5 hours behind GMT. Daylight 


Saving Time 4 hours behind GMT applicable 27th April to 26th October. 


HOLIDAYS: New Year's Day (ist January); Good Friday; Easter 

Monday; Whit Monday; Independence Day; Labour Day; Emancipation 

Day; Discovery Day (12th October); Christmas Day (25th December); 

Boxing Day (26th December); Cargo can be worked on all holidays 

except Labour Day and Christmas Day. 

ae cee com al ala Police 24444; Ambulance 22221; Fire 
19. 

TELEPHONES: No facilities for placing telephones on board. 

SERVICES: Most specialised services unavailable, e.g. radar, radio, 

gyro, tank cleaning, compass adjusting. If Agent given sufficient notice 

arrangements can be made for technicians to be flown from Miami. 

SHORE LEAVE: No limitations. 

IDENTIFICATION CARDS: Not required. 

GARBAGE DISPOSAL: A collection service is available, size ranges 

in cubic yards (containers) and are provided alongside. Garbage pick- 

up is $70.00 for first collection and $50.00 for any additional collections. 

Collection time is usually early morning to late afternoon. 

WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS: None. 

CURRENCY: Bahamian Dollar. There is no local currency restrictions 

placed upon seafarers. The U.S. dollar is exchanged dollar for dollar on 

the local market. 

GENERAL: (a) Bonded Stores only available to passenger vessels 

regularly calling Nassau. (b) Passenger Vessels: Is of assistance to 

Agent to know how many passengers disembarking and how many in 

transit. 
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ip pp otras Cruise ship facilities to be increased from 7 berths 
to ths. 

Facilities will include an additional pier 1,200 ft. long and 100 ft. wide 
with berthing on both sides. 

Entrance widening from existing 400 ft. to 700 ft. 

Increase in size of turning basin from 1,500 ft. to 1,700 ft. diameter. 

Dredging of dock area to 37 ft. 
AUTHORITY: Port Authority of Nassau, P.O.Box N-1417, Nassau, 
Bahamas. Tel: 809-32-22049, 28832 and 67354. Telex: 20590 Bahport. 
FAX: 322-5545. Cables: Port Department, Nassau, Bahamas. 
Contact: Leon H. Flowers, Port Controller. 


SOUTH RIDING POINT: 26.37 N. 78.14 W. (See Plan) 


LOCATION: The terminal is situated at South Riding Point on the South 
coast of Grand Bahama Island, about 35 miles East of Freeport. 

At a distance of 4,000 ft. offshore, the Sea Island Mooring Dolphin 
extremities are positioned thus: 

No. 1 Mooring Dolphin: Lat. 26° 36’ 43.7” N., Long. 78° 13’ 49.5” W. 

No. 6 Mooring Dolphin: Lat. 26° 36’ 46.7” N., Long. 78° 13’ 33.6" W. 
BAHAMIAN FLAG: Bahamian national flag shall be flown during 
da’ =p hours by all vessels within Bahamian territorial waters. 

MENTS: Incoming: 
Prepared by Ship: 

3 Copies of Declaration Form Y14. 

3 Crew Lists. 

2 Stores Lists. 

2 Crew Declaration forms. 

4 Copies of Bills of Lading. 

In addition the ship will have to supply a clearance from last port of 
call, Derat Certificate, vaccination lists and the usual ships papers viz: 
Register, Safety Construction, Radio, Safety Equipment, Load Line 
Certificate. Oil Record Book must be up to date and available for 
inspection. 

All vessels must have a valid certificate of insurance or other financial 
security in respect of civil liability for pollution damage. 

Prepared by Agent: 

1 Copy of Maritime Declaration of Health. 

2 Copies of Inwards Report. 

Customs and Immigration: After pratique has been granted, an 
immigration and customs inspection is carried out. The Master will be 
required to furnish particulars including: 

(a) Name and nationality of vessel. 

(b) Last port or ports of call. 

(c) Nature of cargo. 

(d) Number of crew. 

(e) Number of passengers. 

(f) Port of destination and name of Agent. 

(g) Number of days since departure from last loading/unloading port. 

opies of the Crew List and stores remaining on board will be required 
before clearance is granted. 

Masters of vessels must take every precaution to ensure that no drugs, 
wine or alcoholic liquors are supplied, sold or conveyed to any person 
at the terminal. 
Outgoing: 
Prepared by Hy sete 

4 Copies of Outward Cargo Manifest. 

2 Copies of Outwards Report. 

Port Clearance Certificate. 

In order to comply with Immigration regulations, crews should be 
checked before sailing and any missing seaman reported to the Agent. 
In the case of seamen left ashore for any reason, Masters are requested 
to furnish a letter accepting responsibility for all expenses incurred, 
advances if any, and instructions for repatriation. 

Documentation and Clearance: 

Documentation on completion of cargo operations is normally 
attended to prior to the vessel vacating the berth. In cases where 
excessive documentation is anticipated a vessel may be asked to leave 
the berth to complete this standing off. In such cases launches would 
be made available to transport documents and personnel in order to 
expedite the vessel's departure. 

Early Departure Procedure (EDP) is available on request. 
APPROACHES: Vessels approaching South Riding Point from the 
Eastern entrance of Northwest Providence Channel are recommended 
to make departure from Great Stirrup Cay Lighthouse Gp. FI. (4) 15 sec. 
14m. and head directly for South Riding Point Terminal. 

Preliminary extensive soundings by U.S. Hydrographic Department 
indicate no underwater obstructions up to 100 fathom line within 
Northwest Providence Channel. 

Landmarks: Conspicuous towers are sited adjacent to South Riding 
Point Terminal in the following positions: 
1. Position: Lat. 26° 36’ 40” N., Long. 78° 20’ 51” W. Steel framework 
tower painted red and white, 175 ft. above sea level. 
Light: Air Occ. R. 4 sec. 1 F.W. 2 F.R. vert. 
2. Position: Lat. 26°36’ 51” N., Long. 78° 19’ 25” W. Steel framework 
tower painted red and white, 407 ft. above sea level. 
Light: Air Qk. FI. R. 2 F.R. vert. 
3. Position: Lat. 26°37’ 06" N., Long. 78° 18’ 47” W. Steel framework 
tower painted red and white, 211 ft. above sea level. 
Light: Air Occ. R. 8 sec. 1 F.R. vert. 
4. Position: Lat. 26°37’ 44” N., Long. 78° 14’ 20” W. Steel framework 
tower painted red and white, 241 ft. above sea level. 
Light: Air 2 F.R. vert. 
5. Position: Lat. 26° 42’ 44” N., Long. 78° 09' 27” W. Steel framework 
tower painted red and white, 270 ft. above sea level. 
Light: Air Occ. R. 3 sec. 1 F.R. vert. 


The F.6M. light exhibited from a white painted wooden mast close 
East of High Rock Settlement in position: Lat. 26° 37.3’ N., Long. 
78° 16.1’ W. is kerosene lit and is therefore unreliable. 

An observation airship/balloon is sited just North of the Terminal in 
position: Lat. 26° 38’ 00” N., Long. 78° 14’ 22" W. 

It is clearly visible from seaward, painted silver and at night a bright 
Qk. Fl. strobe light marks position. When in use it rises to a distance of 
10,000 ft. above the ground. 

A conspicuous parabolic dish antenna is situated in position: Lat. 
26° 37' 30” N., Long. 78° 17’ 58" W. The antenna has a face diameter 
of 85 ft. and maximum height above sea level is 134 ft. 

The large buff-painted oil storage tanks are visible behind the sea 
island. The terminal frontage is backed with pine trees and scrub. 


Lights: A light, Fl.R. 3 seconds, is exhibited from a height of 140 ft. 
above sea level on top of the sea island control building on the central 
platform, whilst Nos. 1 and 6 mooring dolphins are marked by quick 
flashing red lights. 

Two leading line (range) towers mark the 300 ft. wide approach 
channel centre line. Lights with clear lenses, each 2.5 seconds flash, 
0.5 seconds eclipse, are exhibited from the top of the towers at 
elevations of 39.4 ft. and 53 ft. The towers are located at Lat. 
26° 37’ 21.7" N., Long. 78° 13’ 10.2” W., and Lat. 26° 37’ 22.8" N., Long. 
78° 13' 11.5” W. respectively. Daymarks are attached as follows: 

Leading mark: A 9 ft. triangle at the base of the tower. 

Rear mark: A 9 ft. x 6 ft. diamond immediately below the light. 

Both marks are painted with ‘dayglo’ orange. 

Two leading line beacons are located, one on each of the two inner 
harbour breakwaters. These are to guide deep laden vessels into the 
inshore sea island berth (No.2) when approaching from the West. 

Leading mark — a 9 ft. triangle. Rear mark — a 9 ft. x 6 ft. diamond. 

Both marks are painted with ‘dayglo’ orange. Above each mark is 
situated a white fixed light visibility approximately 4 miles. 


Buoys: Red and Black Buoys mark the outer channel entrance to the 
inner harbour whose light characteristics of red and green respectively 
are each 2.0 seconds flash, 2.0 seconds eclipse. 

Four international orange buoys with quick flashing white lights mark 
the contour of 50 ft. sea bed between the Sea Island and the shore. 


PILOTAGE: Berthing and operational instructions will be given by South 
Riding Point Control on vessel's arrival at South Riding Point. 

A vessel will be deemed to have arrived when in a position, 3 miles 
South of the sea island and in this position the Berthing Master will board 
from a tug. 

Before a vessel is allowed to proceed the Master will be required to 
sign the following forms: 

(a) Conditions of use of sea berths and inner harbour at South Riding 

Point (See “Appendix |”). 

(b) Tug Requisition (See “Appendix II”). The Master will also be 
provided with copies of the Fire and Safety Regulations (See 
“Appendix IIIA and IIIB”) and a Ship/Shore Safety Check List 
Form (See “Appendix IVA and IVB”). 


ANCHORAGES: Three white buoys mark the seaward boundary of a 
designated anchorage area in the following positions: 

“West Anchorage Buoy: Quick Flash (Green) Lat. 26° 35’ 51” N., 
Long. 78° 17’ 27” W. 

Lat. 26° 35’ 57” N., 
Long. 78° 16’ 19” W. 

Lat. 26° 36’ 00” N., 
Long. 78° 15’ 33” W. 

“These two buoys are presently not there, but will possibly be replaced 
in the future. 

These anchorage buoys are laid in 15 fathoms and vessels wishing 
to anchor should a their anchors in the transit line of the buoys which 
will provide ample swinging room for typical shuttle vessels of up to 
100,000 tons d.w.t., in ballast conditions. No attempt should be made 
to anchor Eastward of the East Anchorage Buoy. 

Whilst holding ground is considered good and is of sand, limestone 
and soft coral, vessels should maintain their engines at short notice 
readiness, especially during periods of strong onshore winds. 

In all cases, vessels wishing to anchor should contact the duty 
Berthing Master, who will advise on anchorage procedures and whose 
services are available for pilotage on request and at operational 
convenience. 

Ae or the lowering of anchors is prohibited at the Sea Island 

rths. 


“Mid Anchorage Buoy: Quick Flash (White) 
East Anchorage Buoy: Quick Flash (Red) 


Vessels wishing to stand off until berth readiness are recommended 
to use Westerly aerial tower (Lat. 26° 36’ 40” N., Long. 78° 20’ 51” W.) 
as Westerly boundary of standing off ground in order to avoid congestion 
with Freeport traffic. 


HEALTH: On completion of mooring, Customs officials acting on behalf 
S Health and Immigration authorities will board the vessel to grant 
ratique. 


RADIO: Vessels loading for South Riding Point should communicate 
ETA date to the terminal immediately after clearing loading port. They 
should also indicate cargo figures, draft and cargo disposition if 
multigrade, together with preferred discharge sequence. Intention to 
crude oil wash should be advised at this stage and supported with details 
of vessel and crew's experience. 

Variations of this original ETA date should be communicated 
thrcughout the voyage. 

Vessels proceeding to South Riding Point Terminal to load should 
communicate their ETA immediately upon clearing departure port, 
indicating draft, condition of ballast, amount of slops, previous cargo and 
intended lifting. 

All vessels should upgrade ETA's 72, 48 & 24 hours prior to arrival. 


BAHAMAS 


VHF: Station “South Riding Point Shore Control” located at the terminal 
is equipped with VHF radio maintaining continuous watch on Channel 
16. After making successful contact, vessels will be required to change 
to a working frequency, where information will be exchanged regarding 
berthing, manifold connections, quantity of ballast and deballasting time 
required. 

The terminal is also equipped with approved intrinsically safe VHF 
walkie-talkie radio sets and vessels will have this additional 
communication with the terminal after boarding by the Berthing Master. 


TUGS: 3 x 4,200 h.p. diesel tugs are stationed at the terminal. Each 
tug has a bollard pull of 50 tons. 

All tugs are equipped for fire fighting and can deliver water at the rate 
of 2,000 gallons per minute through direct or fan spray nozzles. The 
tugs have foam making and oil dispersant equipment. 

The tugs are owned and operated by South Riding Point Holding Ltd. 
Conditions of hire are given in Appendix II. 

Small Craft: The terminal has one diesel engined personnel/general 
purpose carrier for up to 25 persons and 2 line handling boats. Both of 
the latter are equipped for anti-pollution duties. Launches are available 
for hire when operationally convenient. 

Small Craft Landing: A landing is situated on the West side of the 
platform of the oil berths and there are additional landing stages at 
mooring dolphins Nos. 1 and 6. 


BERTHING/UNBERTHING: Responsibilities: |n all circumstances, the 
Master of any vessel shall remain solely responsible on behalf of his 
owners, for the safety and navigation of his vessel. 

Tugs: Tank lids and openings should be securely closed before tugs 
are made fast. Tug utilisation in berthing operations will be as required 
by the Berthing Master who will meet the vessel in position as directed 
off the sea island. Masters of calling vessels are reminded of their 
obligation to comply with statutory pilot ladder rules and associated safe 
access regulations 

Mooring System: The Berthing Master will advise the Ship's Master of 
minimum mooring requirements. Usual moorings consist of 2 springs, 
3 breast and 4 head/stern lines at each end. 

The berths have double and triple quick release hooks of 150 and 

100 tons capacity. Mooring and berthing dolphins have electrically 
operated capstans with 2 ton line pull at 100 ft. per minute in association 
with mooring assemblies. 
Ship Connection: The positioning of the vessel's deck manifold in 
relation to the loading arms on the berth must be carried out to a close 
tolerance to the requirements of terminal personnel and as directed by 
the Berthing Master. 

Loading arm connection will be made to ship's manifold by the sea 
island crew. 

Independent oil measurement representatives will attend for ullaging 
and sampling and/or inspection of cargo tanks in vessels discharging 
or loading. 

Unberthing: Tug attendance and numbers will be dependent on weather 
conditions and on the advice of the Berthing Master. 


BERTHING FACILITIES: The Sea Island has two berths interconnected 
for tanker to tanker transfer and to the shore tanks and inshore berths 
by 2x36 in. diameter submarine lines. One line for ballast/slops and 
another for crude. 

The island is 1,470 ft. long with a central platform 48 ft. above datum 
and 3 mooring dolphins 25 ft. above datum on each side. 

The berths are equipped with a Sonar Doppler system for docking 
assistance with clock meter display indicators and associated lights 
showing distance off berth and speeds of approach. Current meters are 
sited on the sea island together with meteorological instruments and 
public address system. 

There are 4 fixed and 4 oscillating foam/oil dispersant monitor units 
on the platform. 

The berths have a sacrificial anode cathodic protection system and 

ships that have an impressed voltage cathodic protection system should 
turn it off in the vicinity of the sea island. 
Berth No. 1: Tankers of 50,000 to 500,000 d.w.t. can dock at this outer 
berth which is equipped with a self levelling and articulated gangway 
and 4x16 in. diameter Chicksan loading arms with quick release 
couplings in sizes 16 in., 14 in. and 12 in. diameter. 

Water depth at the berth is 100 ft. 

Berth No. 2: Tankers of 35,000 to 100,000 d.w.t. with a max. LOA of 
900 ft. can dock at this inner berth which is equipped with a self levelli 
and articulated gangway and 4x 12 in. diameter loading arms with quic! 
release couplings in sizes 12 in., 10 in. and 8 in. diameter. 

Water depth at the berth is 85 ft. 

Inshore Berths: Two berths are available within the inner harbour, each 
of which is equipped with a ship/shore gangway and 4x12 in. loading 
arms with quick release couplings in sizes 12 in., 10 in. and 8 in. 
diameter. 

Though further development is proposed, use of the inner harbour is 
eer restricted to vessels not exceeding 675 ft. LOA and 36 ft. loaded 
draft. 

Product Transhipment: May be undertaken with product storage planned 
for the future. 

An ethanol plant is presently being constructed on North side of inner 
harbour (see “Plan’”). Completion postponed for the present.. 

Smal! Boat Harbour: This harbour is at the S.W. corner of the inner 
harbour and has a water depth of 25 ft. The harbour is used by the 
Company's tugs and small craft. 


LOADING/UNLOADING: 

Procedure: Once the vessel is secure, the Berthing Master, who also 
acts as Loading Master, will advise the Master and Chief Officer of their 
cargo programme and discuss the vessel's ability to comply. Any 
adjustments will be mutually agreed at this stage and be reflected on 
the Loading/Discharging instructions which the Master will sign. (See 
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Ballast Water: Ballast water can be received in the terminal oil and water 
separation tanks through one of the submarine or onshore lines at rates 
of up to 5,000 t.p.h. On no account may ballast water be otherwise 
discharged in territorial waters, unless vessel has segregated ballast 
system. 

Dirty ballast and slops from ships’ cargo tanks which, on the previous 
voyage, carried product including fuel oils or any crude requiring heat, 
cannot be accepted ashore. In such cases, vessels must arrive with 
clean ballast for shore r tion. 

During ballast operations at the berths, strict observance of rules and 
regulations governing the opening of sea valves is necessary and in 
correct sequence with ballast pump commencement to eliminate the risk 
of oil spills. Vessels may be required to ballast concurrent with discharge 
and throughout all cargo operations, maintain draft and trim conditions 
consistent with prevailing weather conditions, on the advice of Berthing 
Master. 

Control: A responsible Ship's Officer is required to be on duty 
continuously. 

The Terminal Operators in the control buildings offshore and onshore 
continuously monitor the cargo transfer rates and status of the onshore 
tanks or shuttle tankers receiving cargoes direct from VLCC's. The 
Ship's Officer will be advised immediately of changes necessary in the 
pumping programme. 

The Terminal Operator in the offshore control room will activate all 
cargo movements from the tanker’s manifold to or from shore tanks/ 
receiving shuttle tankers. 

Mooring Lines: It is the responsibilty of the Ship's Master to ensure that 
all mooring lines are kept tight. Berthing Master will constantly check a 
vessel's moorings and may at any time direct lines to be adjusted as 
circumstances warrant. 

Tension Winches: When a vessel is fitted with tension winches, the latter 
must be set to manual operation and the brakes securely applied. 
MEDICAL: The Rand Memorial Hospital in Freeport is open on a 
24-hour emergency service and two medical clinics, Lucayan and Antoni 
are open during regular office hours. 

FRESH WATER: Not available. 

FUEL: Not available. 

REPAIRS: Facilities for minor repairs to electrical, radio and mechanical 
equipment are available in Freeport but should these be required 
Masters should give as much advance notice by radio as possible. 
SURVEYORS: Saybolt, Caleb Brett, Charles Martin, Redwood and Epic 
represented on Grand Bahama. 

Lloyd's have agency in Freeport. Classification and Salvage 
Association Surveyors available from Florida. 

TIME: Bahamian Standard Time is 5 hours behind GMT. Daylight Saving 
Time is observed from the end of April through the end of October when 
clocks are advanced one hour. 
EMERGENCY CO-ORDINATION CENTRE: Bahamas Air Sea Rescue 
Association, Freeport. Telephone Nos.: Base Station 809 373-2264, 
poser Radio Telephone 809 352-9889, Daytime 0800 — 1700 hrs. 809 
52-8826. 
TELEPHONES: The Sea Berths have a telephone connection to the 
shore and to the Freeport exchange. Calls are restricted to emergency 
use only. All other calls should be made from agency offices ashore. 
STORES: Stores are not available at the terminal but may be obtained 
through the auspices of ships’ agencies and chandlers. All deliveries to 
vessels are restricted to daylight hours and operational convenience. 
Transportation and handling must be arranged and attended by the 
vessel's Agent and it is imperative that advance terminal approval is 
obtained since responsibility cannot be accepted for custody should 
operational considerations cause delivery delays. 
BANKS: Chase Manhattan, Mall and Pioneer Way, P.O.Box F-2432, 
Freeport, Grand Bahama. 

Citibank N.A., on the Mall, P.O.Box F-2681, Freeport, Grand Bahama. 

Barclays International, Mall & Pioneers Way, P.O.Box F-2404, 
Freeport, Grand Bahama. 

Royal Bank of Canada, Bank of Nova Scotia, Canadian Imperial Bank 
of Commerce, Bank of Montreal. 

STORING: See “Prelims”. 

(i) Storing at Terminal discretion. Terminal launches normally 
employed. Small barges may be used by prior arrangement. 

ti) toring permitted during cargo transfer using stern lifting devices 

n 


only. 

(iii) At the Inner Harbour berths, trucks would be permitted by way of 
the stern ae 

(v) Usual Customs regulations. 

(vi) Labour usually supplied by chandler. 

LAUNDRY: Limited services are available in Freeport but in view of the 
distance from the terminal (35 miles) and the relatively short time at 
berths, Masters are advised not to depend on such services. 
GARBAGE DISPOSAL: No facilities available. 

WASTE OIL DISPOSAL: No facilities available. 

SEAMAN’S CLUBS: None. 

Terminal is 35 miles from town. Facilities in town include churches, 
shops and post office. Present taxi fare is U.S.$65.00 each way. 
CURRENCY: Bahamian Dollar is equal to U.S.Dollar. Notes and coins 
are interchangeable. 

WEATHER: From November to May, average temperatures in the 70's 
Fahrenheit prevail, with low humidity and little rain. From June to 
October, average temperatures rise into the 80's with relatively high 
humidity and rainfall of between 5 in. and 9 in. per month. 

SEA CONDITIONS: Prevailing winds are from the S.E. During the Winter 
season numerous cold fronts transit the area producing a normally 
predictable wind veer to S.W. then Northerly with the passage of the 
front. A strong frontal system may cause seas and swell of up to 10 ft. 
but these quickly subside following frontal passage. 

Current in the vicinity of the Sea Island seldom exceeds 1 knot and 
runs predominantly East and West. Tidal ranges above datum are Low 
Water 0 — 0.5 m. and High Water 0.8 — 1.5 m. 
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SAFETY: TERMINAL SAFETY REGULATIONS: With the object of 
protecting all concerned against the possibility of fire hazards, oil and 
smoke pollution, vessels calling at South Riding Point Terminal must 
comply with the following safety regulations or other regulations which 
may be issued by the proper authorities from time to time. 

Dangerous Area: The whole of the sea island and the onshore terminal 
are declared Dangerous Areas and the use of naked lights and smoking 
therein is strictly prohibited except in those places expressly designated 
by the Master of a vessel and the Terminal Manager. 

A copy of the “Fire and Safety Regulations” (See “Appendix IIIA and 
\11B”) is given to the Master of every vessel by the Berthing Master on 
boarding and it is the responsibility of the Master to see that these 
regulations are strictly observed. 

Inspection: The Berthing Master will conduct a safety inspection prior 
to the commencement of loading/unloading and at regular intervals 
thereafter to ensure that all safety regulations are being enforced. 

A comprehensive list of safety requirements are detailed on a Ship/ 
Shore Safety Check List (See “Appendix IVB”) and must be signed by 
the Master of the vessel or his delegate and the Berthing Master. 
Galley Fires: Only approved steam or electric galleys in selected 
locations in the after part of the vessel, as agreed to by the Master and 
the Berthing Master, are permitted. 

Boiler Tubes: Boiler tubes must not be blown whilst vessel is alongside 
and emitting smoke is strictly prohibited while vessels are in the vicinity 
of the terminal. Every precaution must be taken to prevent sparks and 
soot particles escaping from the funnel. 

Firewires: Firewires of steel must be made fast and hang over the 
outboard bow and quarter whilst alongside to enable tugs to connect 
readily in an emergency situation. Firewires must be tended on board 
bet dy cargo operations in order to maintain towing eyes at water 
level. 

Deck Scuppers: Deck Scuppers must be securely plugged and 
cemented before loading/discharging operations commence. Approved 
mechanical means of closing scuppers may be acceptable. 

Spillage Trays: See ‘Oil Pollution — Minor Leakages Onboard”. 

Main Engine(s): Immobilization is prohibited whilst alongside a terminal 
berth. Minor engine repairs may be effected after receipt of written 
permission from the seth Master and providing the repair will not 
affect the prompt sailing of the vessel in an emergency or upon cargo 
completion. 

Maintenance Work: No chipping, scaling, hot work or work of any kind 
that would cause a spark is allowed while alongside a berth. 
Ventilation: When loading or discharging cargo or ballast, all open ullage 
pipes and sighting ports shall have installed approved flame arresters. 

Cargo tank lids shall be closed and secured throughout all loading or 
discharging operations. 

Lights: Lights, electric fittings and hand torches must be of types 
approved by a recognised classification society or government authority 
for use in a vapour laden atmosphere. 

Radio Equipment: Radio, radar or other electronic equipment must not 
be energized while a vessel is at berth except approved explosion proof 
equipment. 

This does not mean that essential servicing of ship's radio equipment 

cannot be performed alongside berths. Suitable arrangements for 
ensuring safety during this work should be made between the Ship's 
Master and the Berthing Master and will require a work permit. 
Stores: inflammable or explosive ship's stores shall be kept in a safe 
place securely fastened. 
Bilge and Dirty Ballast Water: Disposal of bilge and dirty ballast water 
over the side is strictly prohibited by the authorities and any pollution of 
the sea through these mediums will result in heavy claims and fines. 
The terminal will, in case of an oily discharge, take such steps as may 
be deemed necessary to fight the pollution before it spreads. 

If the discharge is due to faulty equipment or material on the vessel 
or to negligence on the part of ship's personnel, the terminal shall be 
indemnified for any expenses incurred in connection with the 
preventative action taken. (See Oil Pollution — “Oil Spills’). 
International Code Flag ‘B’: International Code Flag ‘B’ shall be flown 
during the day and a red light exhibited by night by all vessels during 
cargo or ballast operations. 

Transfer Cargo Operations: Transfer cargo operations shall not be 
started, or if started, shall be discontinued by the Berthing Master or 
Terminal Control if any of the following conditions prevail: 

(a) During severe electrical storms. 

(b) If fire breaks out at berth or on vessel. 

(c) Should any condition develop which represents a hazard to the 

vessel or terminal facilities. 
Fire-Fighting Equipment: Fire-fighting equipment of vessels alongside 
must be kept ready for use at all times. 
Gas-Freeing: Gas-Freeing of vessels alongside sea island berths will 
not be permitted. 
Earthing and Bonding: All metal on the shore side of an insulating flange 
should be electrically continuous to the sea island or inshore berths 
earthing systems and all metal to the seaward side should be electrically 
continuous to the vessel. 

Insulating flanges are fitted on each loading arm. 

Small Boats or Craft: Small boats or craft will not be permitted to moor 
alongside a vessel during cargo or ballast operations, unless special 
permission has been granted by the Berthing Master. 

Permitted Entry: Only persons holding authorized passes will be 
permitted entry to the terminal or sea island. The terminal reserves the 
right to refuse admission. 

Safety Responsibilities: Nothing in these regulations will relieve Masters 
of their responsibilities in observing the normal safety, fire prevention 
and security regulations. The Berthing Master is authorized to advise 
and request Masters to take additional measures to ensure a higher 
degree of safety if they find that circumstances warrant such action. 


FIRE FIGHTING: 

Responsibilities: The Fire and Safety Officer is responsible for all fire 
fighting operations at the sea island and the onshore terminal. 

Fire Alarm: Do not hesitate to raise the alarm in the event of fire however 
small it may be. 

The ship's fire alarm at the terminal will be one or more blasts of the 
ship's whistle or siren, each blast of not less than 10 secs. duration 
supplemented by a continuous ringing of the ship's bell and continuous 
sounding of the general alarm system. 

The fire alarm at berths or elsewhere within the terminal or harbour 
area will be a continuous blast on the sirens sited on the onshore and 
offshore control buildings. 

Action Ship — Fire On Your Ship: 

1. Raise alarm. 

2. Fight fire and prevent it spreading. 

3. Inform terminal of details. 

4. Cease all cargo operations and then close all vaives. 

5. Standby to disconnect loading arms. 

6. Bring engines to standby. 

Action Ship — Fire On Other Ship: You will be advised of necessary 
instructions to: 

1. Cease all cargo operations and then close all valves. 

2. Standby to disconnect loading arms. 

3. Bring anaes and crew to standby ready to unberth. 

Action Shore: The operator in the control room will immediately contact 
the Fire and Safety Officer by phone or VHF radio. The Fire and Safety 
Officer will then direct operations. 

1. Raise alarm. 

2. Cease all cargo operations and then close all valves. 

3. Fight fire and prevent fire spreading. 

4. Standby to disconnect loading arms. 

5. Inform all ships of details. 

6. Terminal emergency procedure is immediately effective. 
Emergency Situation: During an emergency situation on board a vessel 
alongside, the Berthing Master will in charge of organising the 
preliminary _fire-fighting/anti-pollution procedures assisted by the 
operators in the Control Room and at the berths until the Fire and Safety 
Officer at the terminal takes over the direction of all fire fighting 
operations. 

The Berthing Master is to make use of all available means at his 
disposal, such as tugs, launches, terminal equipment and other facilities 
to assist the vessel and protect lives and terminai facilities. 

OIL POLLUTION/ACCIDENTS: 

Oil Spills: Oil spills from whatever source must be reported immediately 
to the Berthing Master or Terminal Control. Cargo movements will be 
ordered suspended upon such a report or upon observation of pollution 
by terminal personnel and they shall not resume until the source of 
leakage is determined and controlled and the pollution dispersed or 
contained. The terminal maintains adequate anti-pollution equipment to 
attend to minor spills and this will be mobilised promptly. Clean-up costs 
in regard to pollution known to be the responsibility of a vessel using 
the facility will be billed to that vessel. The terminal shall also be 
indemnified against any fines and claims for damages resulting from 
such pollution (See “Appendix V”). Vessels discharging oil into 
Bahamian waters are liable to fines not exceeding $120,000. 

Minor Leakage Onboard: Spillage trays or other receptacles should be 
placed under the flange connection at the vessel's manifold. Oil 
absorbing material in suitable quantity should be available for immediate 
use in the event of oil leakage on deck. 

Damage to Facilities: lf a Master has reason to believe that damage 
has been caused to berth, other vessels, craft or terminal property by 
his vessel, he should immediately notify the Berthing Master in writing. 
(A Typical Accident Form See “Appendix V1"). 

GENERAL: Charts: The best available charts of the area at present are 
U.S. Defense ear iste Agency Hydrographic Centre N.O. 26326 and 
British Admiralty No. 3 

Currency: Currency is on Bahamian dollar which is on a par with the 
U.S. dollar. U.S. dollars are generally acceptable anywhere without 
changing to local currency. 

Garbage: Garbage or refuse disposal overside at berths or in terminal 
approaches is strictly forbidden. 
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Appendix I: 
South Riding Point Holding Ltd. 
South Riding Point Oil Terminal, Grand Bahama 
Contractual Berthing Conditions 

This Agreement is made between SOUTH RIDING POINT HOLDING 
LTD., its servants and Agents and its Sub-Contractors (hereinafter 
called ‘the Terminal”) and the Owners and Charterers of the vessel 
(hereinafter called “the vessel’). 

In consideration of the Terminal permitting the vessel to berth at and 
to use the terminal and its facilities or providing to the vessel tug line 
handling services, ferry services or other ancillary services connected 
with the use of the terminal by the vessel, the undersigned Master of 
thefor and on 
behalf of the Vessel agrees to the following conditions. 

1. The Terminal shall not be liable for any loss or damage suffered 
by the vessel howsoever arising including negligence on the part of the 
Terminal in connection with or by reason of the use or intended use of 
the Terminal by the vessel. 

2. The Vessel will indemnify the Terminal in respect of all liability to 
third parties including costs and any other expenses and interest arising 
out of claim in connection with or by reason of the use or intended use 
of the Terminal by the vessel howsoever arising including negligence 
on the part of the Terminal. The vessel will indemnify the Terminal in 
respect of any penalties and fines incurred by it in connection with or 
by reason of the use or intended use of the Terminal by the vessel. The 
vessel will indemnify each party referred to in this Agreement collectively 
as “the Terminal” in respect of any liability to any other party referred 
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to as ‘the Terminal’ by reason of the use or intended use of the Terminal 
by the vessel howsoever arising including negligence on the part of the 
Terminal. 

3. The vessel will indemnify the Terminal in respect of any damage 
or loss including financial loss suffered by the Terminal in connection 
with or by reason of the use or intended use of the Terminal by the 
vessel, howsoever caused including negligence by the Terminal. 

4. It is agreed that if the vessel sinks or grounds or otherwise 
becomes, in the opinion of the Terminal, an obstruction or danger in 
any part of the port or its approaches the Terminal may in its sole 
discretion take any steps it deems necessary to remove the obstruction 
or danger and any expenses of such removal shall be payable by the 
vessel's Owner or Charterer. 

5. The obligations of the vessel hereunder shall be joint and several. 

6. The obligations of the vessel hereunder shall be without right of 
limitation of liability. 

7. If any one or more of the provisions or part of this Agreement 
should at any time for any reason be declared invalid or void or otherwise 
inoperative by a court of competent jurisdiction, such declaration or 
decision shall not affect the validity of this Agreement as a whole. 

8. This Agreement cannot be varied other than in writing signed by 
all parties. 

9. This Agreement shall be governed by and construed in accordance 
with English Law and all disputes arising hereunder shall be and hereby 
are referred to the High Court of Justice in England. 

Time & date: 

Signed on behalf of the 
Owners and Charterers of the 


Signed on behalf of 

South Riding Point Holding Ltd., 
its servants and Agents, 

and Sub-Contractors. 


Master 


Appendix Il: 
SOUTH RIDING POINT HOLDING LTD. 
Requisition 
VESSEL PARTICULARS: 
Ship: 
Nationality: 
DWT Tonnage: 


Drafts Forward: Mid: Aft: 

Berth No.: Berthing Master: 

Date: Time on: Time off: 
Berthing/unberthing: 

Tugs: 

Time Released 
Time Released 


Time Connected 

Time Connected 

Time Connected Time Released 

Time Connected Time Released 
We hereby request and authorise SOUTH RIDING POINT HOLDING 
LTD. to provide tug or tugs, line handling boat or boats, crew boat or 
boats and line handling, ferry and other services and a Berthing Master 
or Masters in order to assist in the navigation, berthing and unberthing 
of the vessel, and all matters related thereto, and the performance of 
the vessel's business at or near South Riding Point and at the facilities 
of South Riding Point Holding Ltd. We hereby agree that all such 
assistance and services rendered by you are requested and accepted 
by us on your usual terms and conditions printed overleaf and which we 
have read, understand, approve and accept: 


Date 
Time Signed 

Master 

for and on behalf of and with 
the authority of the Owners 


and Charterers of the 


Appendix IIIA: 
Safety and Fire Regulations 
To be posted in prominent positions on board ship. 
The following Fire Regulations and Smoking Restrictions should be 
brought to the notice of all personnel on board and must be strictly 
enforced. 

SMOKING IS PROHIBITED while alongside berths EXCEPT in the 
following rooms in the after part of the vessel specified by Master. 

Masters and Officers must ensure that these SMOKING 
RESTRICTIONS are strictly adhered to. 

Only approved electric and steam galleys, in selected locations in 
afterpart of the vessel, agreed to by the Master and the Shore 
Authorities, are permitted. 

CIGARETTE ENDS AND HOT MATERIALS MUST NOT BE 
THROWN INTO THE WATER AT ANY TIME. 

No chipping or scaling is allowed whilst alongside. Overside hull 
painting is not allowed on jetty side of vessel. 

All ship's scuppers on main deck must be plugged and cemented oil 


tight 
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Approved mechanical means of closing scuppers may be accepted. 

All vessels moored at these berths must have the eye of a steel hawser 
paid out to the water's edge and securely made fast on board on the 
offshore bow and quarter, to be of sufficient strength to enable tugs to 
take the vessel to a place of safety. Main engines must be available for 
use at all times whilst alongside the jetty. 

Fire hoses on forward and after decks to be rigged and ready for 
instant use. 

It is the responsibility of the Master to ensure that the mooring lines 
of his vessel are tight at all times. 

Alarm in case of fire 

1. The ship's fire alarm at the terminal will be one or more blasts of 
the ship's whistle or siren, each blast of not less than 10 seconds 
duration supplemented by a continuous ringing of the ship's bell and 
continuous sounding of the general alarm system. 

2. The fire alarm at berths or elsewhere within the terminal or harbour 
area will be a continuous blast on the sirens sited on the onshore and 
offshore control buildings. 

Overflow or escape of oll into the water 

In the event of an overflow and/or escape of oil into the water, loading 
will be suspended immediately on the vessel concerned. Loading will 
not be resumed until the area has been cleared of oil and conditions 
declared safe. 

Terminal safety and fire Inspections 

It is the duty of the Berthing Master to make periodical inspections on 
board vessels at berth in respect of any breach of the Terminal Safety 
and Fire Regulations. 

Inspectors must be allowed free access on board all vessels at all 
times for this purpose. 

IN ALL CASES OF EMERGENCY CONTACT SOUTH RIDING POINT 
CONTROL. 


Appendix IIIB: 
Instructions In case of fire 

Ship’s fire alarm at terminal 

One or more blasts of the ship's whistle or siren each blast of not less 
than 10 seconds duration supplemented by a continuous ringing of ship's 
bell and continuous sounding of the general alarm system. 

Terminal fire alarm 
Continuous long blast on all fire sirens. 
Action Ship 

Fire on your ship 

Raise alarm 

Fight fire and prevent fire spreading 

Inform terminal of details 

Cease all cargo operations and then close all valves 

Stand by to disconnect hoses or arms 

Bring engines to standby 
Fire on other ship at terminal 

Cease all cargo operations and then close all valves 

Stand by to disconnect hoses or arms 

Bring engines to standby and crew to stand by ready to unberth 

Action Shore 

Fire on terminal 

Raise alarm 

Cease all cargo operations and then close all valves 

Fight fire and prevent fire spreading 

If required stand by to disconnect hoses or arms 

Inform all ships of details 

Terminal Emergency Procedure is immediately effective 

In case of fire, terminal will direct movement of vessels. 

Do not hesitate to raise the alarm. 


Appendix IVA: 

South Riding Point Holding Ltd. 

P.O.Box F-2530 Freeport, Grand, Bahama. 

The Master, s.s./m.v. 

Dear Sir, 

South Riding Point Transhipment Terminal Safety Requirements 

Responsibility for the safe conduct of operations on board your ship 
while alongside our terminal rest with you as Master. Nevertheless, since 
our personnel, property and other shipping may suffer serious damage 
in the event of accident aboard your ship, we wish, before operations 
start, to seek your full co-operation and understanding on the safety 
requirements set out in the Ship/Shore Safety Check List. 

These safety requirements have been drawn up by a number of 
international terminal operators in conjunction with a representative 
section of the international tanker industry. They are based upon the 
provisions of the codes of safe practice currently accepted by the oil 
and tanker industries. We therefore expect you and all under your 
command to adhere strictly to them throughout your stay alongside this 
terminal. We, for our part, will ensure that our personnel do likewise and 
co-operate fully with you in the mutual interest of safe and efficient 
operation. 

In order to assure ourselves of your compliance with these safety 
requirements, we shall, from time to time, instruct a member of our staff 
to visit your ship and, after reporting to you or your deputy, join one of 
our officers in a routine inspection of cargo decks and accommodation 
spaces. 
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If we observe infringements on board your ship of any of these safety 
requirements we shall bring this immediately to the attention of yourself 
or your deputy for corrective action. If such action is not taken in a 
reasonable time we shall adopt such measures as appear to us most 
appropriate to deal with the situation and shall notify you accordingly. 

If you observe any infringement of these requirements by terminal 
staff, whether on the jetty or on board your ship, please bring this 
immediately to the notice of our representative who is nominated as your 
contact during your stay in port. Should you consider any immediate 
threat to the safety of your ship arises from any action on our part, or 
equipment under our control, you are fully entitled to demand an 
immediate cessation of operations. 

WE RESERVE THE RIGHT IN THE EVENT OF CONTINUED OR 
FLAGRANT DISREGARD OF THESE SAFETY REQUIREMENTS BY 
ANY SHIP, TO STOP ALL OPERATIONS AND ORDER THAT SHIP 
OFF THE BERTH FOR APPROPRIATE ACTION TO BE TAKEN BY 
THE CHARTERERS AND OWNERS CONCERNED. 

Terminal Manager 


Appendix IVB: 

Ship/Shore Safety Check List 
Veseolio 204 cent. tales ex. See Berth: 
The safety of operations requires that all questions be answered 
affirmatively after checking by both Ship and Terminal representatives. 
If an affirmative answer is not possible, the reason should be given and 
agreement ap upon appropriate precautions between the Ship and 
the Terminal. 


Terminal Ship 
Represent-Represent- 
ative ative 


. Is the Ship securely moored? 

. Are emergency towing wires correctly positioned? 

. Is there safe access between Ship and Shore? 

. Is the Ship ready to move under its own power? 

. Is there an effective deck watch in attendance on 

board and adequate supervision on the 
Terminal? 

. Is the agreed ship/shore communications system 

operative? 

. Have the procedures for cargo/ballast handling 

been agreed? 

. Has the emergency shut-down procedure been 

agreed? 

. Is fire fighting equipment on board and ashore 

ready for immediate use? 

10. Are cargo hoses/arms in good condition and 
properly rigged? 

11. Are unused cargo and bunker connections 
blanked? 

12. Are scuppers effectively plugged? 

13. Are sea and overboard discharge valves, when 

notin use, closed and lashed? 

14. Are all cargo and bunker tank lids closed? 

15. Is the agreed tank venting system being used? 

16. Are flame screens within the tank venting system 
in position and in good condition? (Give date 

of last inspection) 

17. Are hand torches of an approved type? 

18. Are portable R/T sets of approved design? 

19. Are the ship's main radio transmitting aerials 
BERNOG tne & ahibeelr teantis weint as eoedhins- 

20. Are electric cables to portable electrical 
equipment disconnected from power? 

21. Are all external doors and ports in the amidships 
accommodation closed. 

22. Are all doors and ports in the aft accommodation 
that are required to be in fact closed? 

23. Are unsafe air conditioning intakes closed? 

24. Are window-type air conditioning units 
disconnected? 

25. Are SMOKING requirements being observed? 

26. Are GALLEY requirements being observed? 

27. Are NAKED LIGHT requirements being observed? 

28. Is the quality of the Inert Gas satisfactory? 

(Give O, Content) 

29. Is ballast water in permanent segregated ballast 
tanks clean and suitable for overboard 
discharge? 

30. Are C.O.W. requirements being observed? 

We have checked with each other the items listed on this check list 
in the course of a joint inspection and have satisfied ourselves that the 
entries we have made are correct to the best of our knowledge. 


OQhwon— 


o ON OD 


For Ship Nein. su tava ote s aL, eee rin Signature......... 

For Terminal Name:............. Position: ..... Signature. ........ 
i ee ee PAMIB Fs aio in. Seeks 30 dk 

Repetitive Time & date 

Checks B.M. initials 

Remarks: 

Orig: Ship 

c.c. Berthing Master 

c.c. Sea Island 


Appendix V: 
South Riding Point Transhipment Terminal 
The Master, 
s.s./m.v.* CoD eee eases oeceneeseewes 
Dear Sir 
At Seo tee rs & VOLTS OF Sore cone crore. ors an oil spill occurred on board 


your vessel and a quantity of oil escaped into the sea, necessitating 
cleaning up operations by our personnel and equipment. 

In accordance with Terminal Regulations, we hereby hold you 
responsible for any expenses incurred as a result of the oil spill and 
subsequent clean-up operation, in addition to fines which may be 
imposed by the Authorities. 

You are requested to furnish the Terminal daesen cals with an 
extract of your “Oil Transfer Log” and a written reason for this incident. 

Yours faithfully, 


For: South Riding Point Holding Ltd. 
, Master 


ce: Ship’ s Agents. 


Appendix VI: 
South Riding Point Transhipment Terminal 
reece ty ADK taps i 
The Master, 
SOV ieee Peet on Ao Vl ooh See at 
Dear Sir, 
PL, Venere. ae NOUMBION. mere ewes fs the vessel under your 


command was involved in an incident, as a result of which, the following 
damage was caused: 


The foregoing report is based on preliminary examination and must 
be considered an interim statement of damage pending survey 
examination of the areas concemed. 

In consideration therefore of “Conditions of Use of Sea Berths and 
Inner Harbour” and “Condition of Hire of Tugs”, we hereby hold you 
responsible for this damage. 

Please acknowledge receipt of this letter by signing the attached 
copies. 

Yours faithfully, 


For: South Riding Point Holding Ltd. 


ce: Ship’ s Agents. 


Appendix VII: 
South Riding Point Holding Ltd. 
South Riding Point Transhipment Terminal 


This serves to introduce Captain................... who is duty 
Berthing/Loading Master. 

As Loading Master, he will be responsible and available at all times 
throughout your stay for all liaison aspects of your cargo operations and 
safety alongside. 

Please bring all cargo, safety or documentation queries to his 
personal attention. 

Your co-operation in this regard will serve to assist in our rendering 
to your vessel, an efficient dispatch from South Riding Point. 


Terminal Manager 


Appendix VIII: 
South Riding Point Holding Ltd. South Riding Point Terminal Crude 
Oll Washing Check List 


VOSG0I sd. cick Nomis nue oo DSI voneoe oh mabe aoe 
On Arrival 
Yes No 
1. Has terminal been notified? oe 
2. Is oxygen analysing equipment tested and 
working satisfactorily? nee 
3. Are tanks pressurised with good quality Inert Gas 
(max. 5% O,)? ye 
4. ls tank washing pipe-line system isolated from 
water heater and engine room? 
5. Are all hydrant valves on tank washing line 
securely shut? 
6. Are all valves to fixed tank washing machines 
shut? 
7. Have tank cleaning lines been pressurised and 
leakages made good? Fn liciae 
Signed: ithe te Master/Chief Officer. Time and Date........... 
Alongside 
1. Is quality of Inert Gas in tank(s) satisfactory 
(max. 5% O,)? 
2. Is Inert Gas pressure satisfactory? Beeb Te 
SNS ss soto Master/Chief Officer. Time and Date... ...c2t 


BAHAMAS 


fale Washing 

Are valves open to machines on selected tanks? 

Are responsible persons positioned around the 

deck to watch for leaks? 

Are tank ullage gauge floats lifted on tanks to be 

washed? 

Is Inert Gas System operating? 

Are all tanks closed to outside atmosphere? 

Have tanks positive Inert Gas pressure? We 
cited: Bb Sonate e Master/Chief Officer. Time and Date........... 


oe a 


During Washing 
1. Are all lines oil tight? 
2. Are tank washing machines functioning correctly? 
3. Is quality of Inert Gas in tanks satisfactory (max. 


5% O2)? 
4. Is positive pressure available on Inert Gas 
System? 
SUMVOG atta s tamiass Master/Chief Officer. Time and Date........... 
pal Washing 


Are all valves between discharge line and tank 
"washing line shut down? 
2. Has the tank washing main pressure been 

equalised and line drained? ae 
Are all tank washing machine valves shut? Abra 

Signed at Het ie | Master/Chief Officer. Time and Date........... 

NOTICE: 

South Riding Point Holding Ltd. 

P.O.Box F-2530 Freeport, Grand Bahama 

South Riding Point Terminal. 

To: Master 

SSM Mt ate Minas Uaene tie Tia ee etisadineece Beem te 


Dear Sir, 

During your stay at South Riding Point Terminal, your co-operation is 
requested with regard to shipboard visitations by Terminal staff. 

With the exception of official visits necessary to the Laat gira 
performance of cargo and safety operations, none of our terminal stat 
should board your vessel. 

We are particularly concerned in cases where food and drink have 
been unofficially provided by visiting ships and we would respectfully 
request that you bring to the attention of your crew, the need to disregard 
any requests of this nature. 

We trust that your compliance and understanding will avoid any 
embarrassment for your vessel whilst alongside and that as a result our 
operating attentions will be rendered more efficient. 

Thank you. 


Terminal Manager 


AUTHORITY: Operator: South ae Point Holding Ltd., P.O.Box 
F-2530, Freeport, Grand Bahama, Bahamas. Te/: South Riding Point 
Terminal (809) 348-3471/4. Telex: 30-047, 30-067. FAX: (809) 348- 
3573. Contact: Captain J.B.Moncrieff, Marine Operations Manager/ 
Harbour Master. D.C.McNab, Marine Superintendent. 


NOTES 
Please also advise Shipping Guides Ltd. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Bahrain 


GENERAL (See Plan) 


ANCHORING: It is compulsory for all ships entering Bahrain waters for 
reasons other than berthing at Mina Sulman, ASRY, Bapco, Alba, or 
other private jetties to obtain a prior written permission from the Port 
Director before anchoring in Bahrain waters. All ship's Agents are 
required to submit to the Harbour Master at the end of each month, a 
list of all vessels managed by their Agency which entered Bahrain 


waters. 

PORT OPERATIONS SERVICE: The following has been received from 
the Customs & Ports Affairs, Directorate General of Ports, State of 
Bahrain. (Harbour Notice 4/84). 

The above service is to be established based initially in the radio room 
of Mina Sulman. All information concerning the movement of vessels 
within the area under the jurisdiction of the ‘Bahrain Ports Authority’ will 
be conducted through the Bahrain Ports Operations and Information 
Service, hereinafter referred to by its call sign ‘Bahrain Port Control’. 
This service will be manned continuously throughout 24 hours, with a 
duty Pilot available for advice on request. Close liaison will be maintained 
between Owners/Agents, Marine Terminals of Bapco, Alba, ASRY and 
G.1.1.C. and other private wharves within the Mina Sulman area. 
Communications: (a) All vessels having gross tonnage of more than 
50 g.r.t. and any vessel engaged in towing shali carry fixed or portable 
VHF radio equipment capable of operating on port operation channel in 
addition to Channel 16. 

(b) A Port Operations VHF radio channel has been introduced, 
Channel 74 (156.725 MHz). All vessels must monitor this Channel when 
transiting the port limits or approach channels, or at anchor and 
communicate with ‘Bahrain Port Control’ as required. 

Reporting Procedures: The Master of the inward bound vessels shall 
on coming within VHF radio range of ‘Bahrain Port Control’ give the 
vessel's ETA at Sitra Beacon, and shall at the same time advise of his 
vessel's draft and any other information requested, and of any 
circumstances which may affect the seaworthiness or handling capacity 
of the vessel. To facilitate keeping track of a vessel's whereabouts, 
vessels should inform ‘Bahrain Port Control’ when passing the following 
seamarks as appropriate: 

Deep Draft Channel N.E. Approach Channel via Sitra 

Inwards Buoy 


Bahrain Light Vessel Sitra Inwards Buoy 


No. 3 Beacon Vidal Buoy 

Bahrain Approach Buoy No. 27 Buoy 

No. 14 Buoy Sitra Beacon 

No. 27 Buoy Middle Ground Buoy 


Sitra Beacon When berthed or at anchor 
Middle Ground Buoy 
When berthed or anchored 

The Master of an outward bound vessel shall inform ‘Bahrain Port 
Control’ within 15 minutes prior to commencing navigation in the area, 
and again immediately prior to such navigation commencing. During the 
outward passage he shall report to ‘Bahrain Port Control’ when passing 
the above seamarks as appropriate. 

The Master of a vessel berthed, moored or anchored within the area 

of jurisdiction and who wishes to move his vessel to another berth, 
mooring or anchorage within that area shall request permission from 
‘Bahrain Port Control’ prior to moving and report when finally secured, 
anchored or moored. 
Special Directions: (a) The deep draft channel is primarily for vessels 
confined by their draft to use it. No vessel inward bound shall proceed 
beyond No. 3 Beacon without seeking prior approval from ‘Bahrain Port 
Control’. No vessel outward bound shall proceed beyond Bahrain 
Approach Buoy without seeking prior approval. 

(b) The Master of any vessel proposing to anchor should inform 
‘Bahrain Port Control’ of the position it is intended to anchor the vessel. 
This notice shall be given in sufficient time to enable ‘Bahrain Port 
Control’ to give a special direction to the Master to place the vessel in 
an alternative anchorage if required. 

(c) Any vessel engaging in towing, except tugs engaged in berthing/ 
unberthing operations shall inform ‘Bahrain Port Control’ of the length 
of tow, speed of tow and anticipated passage. Such vessels must seek 
approval before commencing such operation within the area of 
jurisdiction. 

Interpretation: \n these directions: ‘Port Limits’ means the area of water 
enclosed by straight lines drawn from the following positions: 

A. Latitude: 26° 13’ N. Longitude: 50° 32’ E. 

B. Latitude: 26° 22’ N. _ Longitude: 50° 32’ E. 

C. Latitude: 26° 22’ N. _ Longitude: 50° 47’ E. 

D. Latitude: 26° 06.7’ N. Longitude: 50° 47’ E. 

E. Latitude: 26° 06.7' N. Longitude: 50° 38’ E. 

‘Area of jurisdiction’ includes the marine terminals of Mina Sulman, 
Bapco, Alba, ASRY and G.1.1.C. and all other private wharves within the 
Mina Sulman area, also the deep draft and N.E. approach channels. 
Commencement: A full V.T.M.S. “Vessel Traffic Management System” 
is in force and based in the control tower at Mina Sulman. 
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MINA SULMAN, including ASRY Dry Dock: 
26.12 N. 50.37 E. 


DOCUMENTS: 

International Declaration of Health. 

5 Crew Lists. 

Ship's Report (given by Customs on arrival). 

Cargo Gear Register (Blue Book). 

Agents to submit Cargo Manifest 3 days before vessel's arrival. 
Exports to Bahrain: Shipping documents for exports to Bahrain should 
include a Certificate of Origin bearing the stamp of a Bahrain embassy 
or consulate, where such representation does exist. Alternatively the 
stamp of any other Arab embassy or consulate will be acceptable. 

Compliance with the above regulation will help process the clearance 
of goods without delay. 

PILOTAGE: Mina Sulman Pilots board at Sitra Beacon. Pilotage 
compulsory except for naval vessels and small locally-owned craft 
whose Masters are familiar with the port and control. 

Port equipped with 3 pilot cutters and a number of mooring launches 
and work boats. 

Pilot cutters mostly blue with white-painted wheel-house and cabin 
accommodation. 

ANCHORAGE: Normal anchorage in vicinity of No. 27 Buoy. 
Approximate position Lat. 26° 10’ N., Long. 50° 47’ E. Sitra Anchorage 
now restricted anchorage and may only be used by special permission 
of Port Authorities. 

MAX. SIZE: Vessels up to 300 m. may enter port subject to tide. Depth 
of channel 9.75 m. New berths dredged to 10.9 m. Finger pier, depth 
30 ft. (9.1 m.). 

HEALTH: Port Health Authorities board vessel on arrival at berth 
alongside Deep Water Jetty and grant Pratique. 

RADIO: Vessels intending call Mina Sulman should advise Agents via 
Bahrain Radio, call sign AQM, their ETA, draft, hatch distribution and 
any other requirements, giving as much notice as possible. Agent to 
give Coastguard 72 hours notice of ETA. 

VHF: Vessels equipped with VHF should, when within range, contact 
Bahrain Port Control on Channels 16 or 74. VTM System in operation. 

Also see “General” before first port. 

TUGS: 5 tugs available, 13,620 h.p., 2x800 h.p. and 2x 1,600 h.p. 
Tugs usually join vessel between Channel Buoy Nos. 7 and 8 or 9 and 
12 during final approach to Deep Water Jetty. Tugs fitted with VHF. 
Bollard pull up to 42 tons. 

BERTHING: Finger pier 800 m. long, berthing on both sides with 10 
berths each of 150 m. in length for vessels up to 9 m. draft and 3 general 
cargo berths each 200 m. in length with depth of 10.9 m. 

Two container berths (Berth Nos. 15 and 16) each 300 m. in length 
and 10.9 m. depth equipped with 4 container handling gantry cranes, 
2 x 30.5 tons and 2 x 35 tons capacity with 38 m. outreach. 

Berths for coastal vessels, length of quay 285 m. with depth of 7 m. 

Small Ro/Ro ramp for vessels up to 5.5 m. draft. Width of ramp 15.5 m. 

Each general cargo berth is provided with modern fork lift trucks, 
trailers and units to facilitate the movement of cargo. 

Pallets are available to assist cargo handling. Shore mobile cranes of 
various capacities ranging up to 200 tons available from private 
companies. Cargo handling equipment of various types also available. 
Storage Facilities: Storage facilities consist of 14 sheds (one of which 
is located in the container terminal area) having an area under roof of 
1,000,000 sq.ft. in addition hard surfaced yards and the container 
terminal stacking/parking area provide extensive storage capacity. 
Hyundai Jetty: Lat. 26° 11’ N., Long. 50° 39’ E. Length of jetty 175 m., 
depth alongside 9 m. Berthing permitted between 0600 and 1800 hrs. 
GRAIN HANDLING: Two portable pneumatic suction/blowing units are 
used. Capacity 75 t.p.h. each. Wheat is discharged into 20 ton trailers, 
which takes about 8 to 12 minutes for each trailer. 

STEVEDORES: Stevedoring gangs shall be ordered and paid for by 
ship's Agents. 

Working Hours: The port will operate on a 2 shift basis 6 days per week. 
Additional work on Fridays and Public Holidays are subject to extra 
charges. 

Saturday to Thursday — 0700 hrs. to 2300 hrs. (Container Terminal, 
24 hours a day, 7 days a week). 

Working hours are subject to change at the discretion of the Port 
Authority. Requirements for Port Labour must be submitted by Ship’s 
Agents to the Port Authority by 1400 hrs. for work during the first shift 
on the following day and by 1000 hrs. on the same day for work on the 
second shift. 

Special overtime to finish and sail a ship may be granted after 
2300 hrs. 

MEDICAL: As per present local regulations all crew for medical 
treatment have first to be reported to the Public Health Department from 
where patient, if required, will be referred to Government hospital or 
specialists. 

FRESH WATER: Well water available and can be delivered on berths 
at Deep Water Jetty at rate of approximately 20 t.p.h. per hose. Fresh 
water also available by barge with capacity of 300 tons. 

FUEL: Bunkers available alongside in Mina Sulman and also provided 
by barge of 8,700 barrels capacity, which is owned by the Bahrain 
Petroleum Company. All usual grades of commercial oil available. 
48 hours’ notice required. This can also be arranged by local Agents. 
REPAIRS: Good facilities for both hull and engine repairs which can be 
effected by the principal slipway company. Facilities exist to receive 
single vessels of 1,000 d.w.t., and a tower crane capable of a 15 tons 
lift at 40 ft. Also see “Dry Dock”. 

SURVEYORS: Available on request through Agent. 

DRY DOCK: ASRY Dry Dock: The dry dock measures 375 m.x75 m., 
the bottom structure being strong enough for double dockings. 

This is the first repair dock in the world specially designed for shallow 
draft VLCCs. With the sill beam at 9 m., it can accept vessels of 34 ft. 
draft. 


(See Plan) 


Four dockside arms, two per side, give access to almost the entire 
surface of a VLCC hull for cutting, welding, shotblasting and cleaning/ 
painting purposes, without the need for scaffolding. 

In addition to the above graving dock, ASRY has acquired 2 floating 
docks of the following capacities: 

1. 252m. x 45m. for vessels up to 120,000 d.w.t. 
2. 227m. x 41m. for vessels up to Panamax size. 

The added capacity at ASRY would transfer the Yard into a three dock 
operation, capable of handling a large number of vessels of different 
sizes and types at the same time. 

Manoeuvring Basin: The manoeuvring basin dredged to 10 m. allows 
ships of up to 32 ft. draft to dock at any time. If necessary, ships may 
lie directly on the basin’'s sandy, levelled bottom. 
Jetties: The 2 finger jetties are 170 m. long x 21 m. wide and can 
accommodate at least 4 large vessels for in-water repairs. 
Mechanical Shop: The mechanical shop is equipped with 36 major 
machine tools, plus additional supporting services. 
Plate Shop: The plate shop is equipped with 45 machine tools and 
portable equipment, plus additional supporting services. 
Pipe Shop: The pipe shop is equipped with 26 machine tools and 
portable equipment, plus additional supporting services. 
Electrical Shop: The repair capability in the electrical shop is 
summarised as follows: 

Motor rewinding 

Transformer and operating coil rewinds 

Generators (main and auxiliary), large motors; strip, inspect, clean, 

replace bearings and rebuild 

Rewiring (limited facility) 

Switchboards: clean and repair 

Motor controllers: find fault and repair 

Air conditioning equipment: servicing and repair 

Engine and bridge control panels (limited repair facility). 

Navigational equipment (radar, DF, UHF, gyro compass, auto pilot, 

echo sounder) repairs are carried out by manufacturers’ agents, who 
are fully represented in Bahrain. 
Cranes: Four rail cranes of 15 tons lifting capacity and 75 m. outreach 
are located on the 2 finger jetties and adjacent to the dry dock. In 
addition, 1 rail crane of 100 tons lifting capacity and 61 m. outreach is 
located adjacent to the dry dock. 

These five rail cranes cover about 90% of ASRY’s outdoor production 
area. For the remaining production areas, 4 mobile cranes each of 
20 tons capacity and 2 hydraulic lifting platforms of 80 tons each are 
available. 

Inside the workshops, overhead cranes of 6, 15, 25 and 160 tons 
lifting capacity are available. 

Floating Crane: A floating crane of 200 tons lifting capacity, specially 
designed to reach any point on the deck or superstructure of a VLCC 
in ballast condition, is available. This lifting equipment is installed on a 
pontoon which has an overall length of 35.5 m. and a beam of 23 m. 
The crane is of the luffing type, which permits the height of the hook to 
be maintained while the outreach can be adjusted in travel. 

Tugboats: The yard has a fleet of 6 tugboats, each of 32 tons bollard 
pull, which have been specially designed to manoeuvre large ships both 
in the yard and at sea. 

Each tugboat has an overall length of 33 m. and a moulded beam of 
8.5 m., with a draft fore and aft of 2.55 m. and 3.05 m. respectively. 

The main engine is rated at 2,400 b.h.p. at 500 revs. per minute in 
accordance with DIN 6270A, and provides each tug with a normal free 
navigation speed of 12.5 knots. 

Largest vessel so far to enter dry dock was 411,000 d.w.t. 

Largest vessel to be repaired was 508,000 d.w.t. 

Total workforce is 1,400 persons. 

GANGWAY/DECK WATCHMEN: Not customary to employ deck 
watchman. 

REPATRIATION: It is possible for whole crews or just individual crew 
members to join or leave vessels at Bahrain. As much notice as possible 
should be given to Agents to enable arrangements to be made for their 
reception, hotel accommodation and transportation. 

AIRPORT: Bahrain International Airport hy eats served by main 
international airlines, with frequent services to Europe, U.S.A., Far East, 
and Australia. Also frequent inter-Gulf flights. 

TIME: GMT plus 3 hours. 

HOLIDAYS: Public holidays in accordance with Muslim calendar as 
follows: 3 days during Eid Al Fitr; 3 days during Eid Al Adha; 3 days 
during Muharram; 12th R'Awal Prophet's Birthday; Accession of H.H. 
The Amir, 16th December; 1st January. Apart from 6 days, two during 
each of the religious anniversaries, all holidays will be worked in the 
port as on Fridays, the Sabbath day. 

TELEPHONES: Can be provided at each berth on Deep Water Jetty. 
In case of emergency, dial 242 for ambulance; 236 for Duty Police 
Officer; 500 for Fire Brigade. 

SERVICES: Bahrain well provided for services including repairs, stores 
and supplies, fumigation surveys, adjustments, radar and gyro compass 
repairs, professional diving, and underwater brushing. 

SHORE LEAVE: Permitted. 

IDENTIFICATION CARDS: These cards necessary for any crew 
member wishing to proceed ashore. Identification card is surrendered 
to Immigration Authorities at main entrance to port in return for a pass. 
On return to port, the pass is surrendered and seaman’s identity card 
returned to him. 

AUTHORITY: Ministry of Finance and National Economy, Customs and 
Ports Affairs, Directorate General of Ports, P.O.Box 15, Bahrain. 
Tel: 727173. Telex: 8642 Mina Bn. 8643 Harbour Bn. Cables: Stateport. 
FAX: 725534. Contact: Captain Saleh Al Musallam, Harbour Master 
(Tel: 719370, Fax: 727985). Eid Abdullah Yusuf, Director of Ports. 
AGENT: Gulf Agency Co. (Bahrain) W.L.L., P.O.B. 412, Manama, 
Bahrain. Tel: (973) 530022 (10 lines). Telex: 8211 (A/B “GAC BN”). 
Fax: (973) 530063. Cables: “Confidence”. 


BAHRAIN 


SITRA: 26.09 N. 50.40 E. (See Plan) 


Bahrain Port incorporates all the harbours on the N.E. Coast of the 
Bahrain Islands. The Port Limits extending approximately Westwards 
and Southwards from Bahrain Approach Buoy. 

The Bahrain Government Harbour Master at Mina Sulman has 
jurisdiction over Bahrain Port including the marine terminals of Mina 
Sulman, BAPCO, ALBA, ASRY, GIIC and all other private wharves within 
the area. 

Sitra Marine Area is situated at the entrance to the Port of Mina 
Sulman and the Khor Khaliya which is protected by the islands of 
Bahrain, Sitra and Muharraq, and the ASRY-GIIC Causeways. 

Sitra Inner Anchorage lies on the Northern side of the Fairway 
between Sitra Beacon and Mina Sulman and is afforded some protection 
during the prevailing N.W. winds by Muharraq Island and the ASRY- 
GIIC Causeways. 


OPERATORS: 

1. The Gulf Industrial Investment Company — GIIC: GIIC operates a 
plant producing iron pellets from imported ores. 

Enquiries regarding its facilities should be sent to GIIC, 
P.O.Box 50177, Hidd, Bahrain. Tel: 673311. Telex: 9993 GIIC Bn. 

2. Aluminium Bahrain — ALBA: ALBA operates a plant producing 
aluminium ingots from imported alumina and coke. 

Enquiries regarding its facilities should be sent to Aluminium Bahrain, 
P.O.Box 570, Manama, Bahrain. Telex: 8253 Alba Bn. Cable address: 
Metalba, Bahrain. Tel: 830000. Fax: 830083. 

3. Bahrain National Gas Company B.S.C. - BANAGAS: BANAGAS 
operates a plant producing refrigerated butane and propane which are 
exported over BAPCO's Wharf. 

Enquiries regarding its facilities should be sent to Bahrain National 
Gas Company B.S.C., P.O.Box 29099, Rifa’a, Bahrain. Tel: 756222. 
Telex: 9317 Bangas Bn. 

4. The Bahrain Petroleum Company B.S.C. (Closed) - BAPCO: The 
company operates the Bahrain Refinery and related facilities on behalf 
of the Government of the State of Bahrain and Caltex Bahrain. Petroleum 
products for Banoco, Caltex and Banagas are handled at the BAPCO 
Terminal. 

Enquiries regarding port information should be sent to The Bahrain 
Petroleum Company B.S.C. (Closed), Bahrain Refinery, Bahrain. Telex: 
8218 Bapshp Bn. Cable address: Bapco, Bahrain. 

5. Gulf Petrochemical Industries Company (B.S.C.) — GPIC: GPIC 
operates a plant del acca refrigerated liquified ammonia and methanol 
which are exported from Sitra Wharf. 

Enquiries regarding its facilities should be sent to Gulf Petrochemical 
Industries Company (B.S.C.), P.O.Box 26730, Manama, Bahrain. 
Tel: 731777. Telex: 9897 Kemia Bn. 

See individual berths for limitations and procedures. 


SPECIAL FEATURES: 

1. The Sitra Marine Area encompasses the marine facilities provided 
by the following companies: BAPCO, ALBA, ASRY, GIIC. 

BAPCO has 6 berths for ocean-going vessels and 1 berth where small 
vessels of up to 240 ft. in length and 16 ft. draft may be berthed. 

ALBA has a jetty with 2 berths; the outside berth bee used for bulk 
carriers unloading coke and alumina ore and the inside berth being for 
vessels loading metal products. 

ASRY has 2 jetties 400 ft. apart, with a solid quay wall providing 
6 berths as well as the drydock 375 m. in length by 75 m. wide. 

GIIC has 1 jetty with offlying dolphin providing 2 berths, the Eastern 
Berth being utilised for offloading iron ore, whilst the Western side is 
used for loading. 

2. BAPCO Marine Officers advise and assist Masters in berthing, 
unberthing, mooring and navigating their vessels in the Sitra Marine 
Area. 

3. All vessels entering Bahrain Port must have accredited Agents. 
They should also establish radio contact with BAPCO via “Bahrain 
Radio” (A9M), at least 48 hours prior to arrival, giving a firm ETA, arrival 
draft, and their requirement for bunker fuels. 

4. The laws of Bahrain are in force in the Port and crew members 
are advised, for their own protection, to abide by them. 

5. All vessels must display international quarantine signals when 
approaching the Port and keep them displayed until Pratique is granted. 
The national flag of Bahrain is to be flown at the foremast head during 
the vessel's stay in the port. 

6. Safety is a prime concern and Masters must comply with all Safety 
Regulations. 


DOCUMENTS: Crew List 3 copies. Passenger List 3 copies. Customs 
Declaration 2 copies. Health Declaration 2 copies. Log Book for 
Inspection by Customs Officers. 

Cargo and bunker documents are delivered to the vessel as soon as 
possible after the vessel has been cleared on quantity and quality. 
Delays are sometimes incurred. As a result, BAPCO reserves the right 
to unberth a vessel and deliver documents by launch so as to minimise 
berthing delays to subsequent vessels. 

Early Departure Procedure (E.D.P.) is available on Master's request. 
The Tanker Owners Voluntary Agreement concerning Liability for Oil 
Pollution: All tankers carrying or loading/discharging at BAPCO any 
persistent hydrocarbon mineral oil, such as crude oil, fuel oil, heavy 
diesel oil and lubricating oil, whether or not carried as cargo, shall be in 
possession of a TOVALOP (Tanker Owners Voluntary Agreement 
concerning Liability for Oil Pollution) Certificate. NO other certificates 
will be accepted. 


PILOTAGE: Pilotage is not provided between Bahrain Light Vessel and 
Sitra Anchorage. Pilotage is compulsory from Sitra Beacon inwards. 

There are 2 Pilotage Authorities for Bahrain Port both of which co- 
ordinate through Bahrain Port Control. 
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1. The Bahrain Pilots, under the Bahrain Government's Harbour 
Master, handle all vessels bound for the Khor Khaliya. This includes the 
main Mina Sulman Whartage, the wharves of Hyundai on the West side 
of the ASRY/GIIC Causeway and the private company wharves on the 
North Sitra Industrial Estate. 

2. The Sitra Pilots, under BAPCO's Port Officer, the Superintendent 
Marine Operations, handle all vessels having business with the marine 
terminals of GIIC, ALBA, ASRY and BAPCO. 

The Sitra Pilot will normally board the vessel in a position 0.5 miles 
South of Sitra Beacon from either an orange hulled pilot cutter, tug or 
a tow-boat displaying the normal pilot vessel signals. 

The Sitra Pilots will only embark or disembark from vessels providing 
the regulation pilot ladder. 

The Sitra Pilots will normally hand over control of the tugs to the ASRY 
Dock Master at a mutually agreed position close by ASRYs dock and 
jetties for completion of berthing. The ASRY Dock Master in consultation 
with Sitra Pilot will arrange for the number of tugs to be used in these 
operations. 

For vessels bound for GIIC, ALBA or BAPCO's jetties the Sitra Pilot 

will decide on the number of tugs to be used in the berthing and 
unberthing operations. Normally, 2 tugs are used. 
Harbour Pilotage: Under no circumstances will any vessel, irrespective 
of size, berth alongside Company wharves unless a Sitra Pilot is on 
board and the correct documentation signed. A Sitra Pilot will also be 
on board a vessel for the unberthing operation. However, under special 
circumstances certain small vessels may be allowed to unberth without 
a Pilot on board, providing the Pilot has given permission immediately 
prior to unberthing and B.P.C. have been informed. 

The services of the Sitra Pilot are provided without charge. 
Boarding: The Company Mooring Master may board the vessel from 
either a pilot cutter, tug or a tow-boat displaying the normal pilot vessel 
signals. 

If no berth is available, vessels should anchor in the prescribed 
anchorage until such time as a berth is available. Every endeavour will 
be made to give the Master berthing instructions prior to the boarding 
of the Mooring Master, and to this end, Masters are requested to 
maintain a continuous watch on the VHF. In cases where it is impossible 
to give prior berthing instructions, the Master and Chief Engineer are 
requested to co-operate with the Company by getting the vessel's 
engines ready for use with the least possible delay. 


APPROACHES: General: 
1. Without accepting any responsibility, the following suggestions are 


made for the benefit of Masters who are not familiar with Bahrain waters. 


2. The buoyed channel from Sitra Anchorage to the Bahrain Light 
Vessel is primarily for vessels confined by their draft to use it. Vessels 
intending to transit this channel must obtain clearance from Bahrain Port 
Control prior to entering. 

3. The buoyed channel has a min. depth of 13.25 m. (43 ft. 6 in.) at 
Chart Datum. This permits unrestricted use at all states of the tide for 
vessels drawing up to 12.2 m. (40 ft.). 

4. Vessels in excess of 12.2 m. (40 ft.) and up to a maximum of 
13.4 m. (44 ft.) are restricted to tidal ranges. 

5. Vessels with drafts of less than 9.2 m. (30 ft.) are requested to 
make use of Sitra Inward and Vidal Buoys. 

6. The colour of beacon structures and buoys are often obliterated 
by Guano. 

7. For details of the buoys, lights and beacons see the section marked 
“Sitra Channel Marks”. The entrance and near approaches to Mina 
Sulman are marked by aids not described herein. 

8. The “Alteration of Course” positions in the following directions are 
based upon a radius of turn of 5 cables. This may necessitate an 
increase in engine revolutions, together with full helm in some vessels. 
(a) Inward Under 9.2 m. (30 ft.) 

(i) From a position (Lat. 26° 27.8’ N., Long. 51° 00’ E.) 2.5 miles 
S.E. of No. 3 Beacon (Lat. 26° 28.5’ N., Long. 50° 57.4’ E.) a 
course should be set to position 0.75 miles North of “Sitra Inward” 
Buoy (Lat. 26° 21.2’ N., Long. 50° 49.7’ E.) (Qk. Fl. (9) 15 sec.) 
leaving the “Caisson Wreck” Buoy (Lat. 26° 24.2’ N., Long. 50° 
52.7’ E.) (Qk. (6) + L. Fl. 10 sec.) at least 0.5 miles to starboard. 

(ii) From the position above a course should then be set towards 


(iii) 


No. 16 Buoy (Lat. 26° 12.9’ N., Long. 50° 46.3’ E.) (Fl. Y. 6 sec.). 


When the vessel has reached a position with No. 16 Buoy, 
1.5 miles ahead, course can be adjusted to due South, passing 
Westwards of “Vidal” Buoy (Lat. 26° 14.1’ N., Long 50° 47.2’ E.) 
(Fi. (2) R. 10 sec.) until “Sitra Beacon” (FI. 3.3 sec.) bears due 
est. 
If instructed by B.P.C. or the Pilots to proceed in to meet the Pilot, 
course should be altered to pass South of No. 18 Buoy (Lat. 26° 
10.3’ N., Long. 50° 43.9’ E.) (Qk. R.) to the pilot station 0.5 miles 
due South of Sitra Beacon; thus keeping clear of the Deep Water 
Channel. 
(v) All vessels, unless otherwise instructed should proceed to an 
anchorage South of No. 27 Buoy (V. Q. (6) + L. Fl. 10 sec.). 
Inward Over 9.2 m. (30 ft.): 

(i) Vessels wishing to utilise the Deep Water Channel should follow 
the reciprocal of the courses described for the “Recommended 
Deep Water Departure Channel’. 

(ii) Vessels with drafts of between 9.2 m. (30 ft.) and 12.2 m. (40 ft.) 
may be required by B.P.C. to depart from the marked channel at 
certain points to allow freedom of movement for vessels with 
drafts in excess of 12.2 m. (40 ft.). 

(b) Deep Water Departure Channel 

(i) The Pilot will normally leave vessel after having crossed the Sitra 
Middle Ground Bar; 2 cables South of “Sitra Beacon” (FI. 3.3 
pre a the vessel proceeding to close North of No. 18 Buoy 
(Qk. R.). 

(ii) When No. 18 Buoy comes abeam, course should then be altered 

to 090°(T) which will bring Sitra Beacon dead astern, bearing 
270°(T) to pass South of No. 27 Buoy. 


(iv) 
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(iii) As No. 27 Buoy (South Cardinal Yellow above Black Pillar Buoy) 
(V. Q. (6) + L. Fl. 10 sec.) comes abeam to port, course should 
be altered to 022°(T). 

(iv) When Buoy Nos. 21, 23 and 25 are sighted in line bearing 344°(T) 
course should be altered to 344°(T). 

(v) On course 344°(T) Buoy No. 25 (Green Cone) (FI. G. 5 sec.) and 

Buoy No. 23 (Green Conical) (Qk. Fl. G.) will be passed close 

on the port side and Buoy No. 16 (Yellow Can) (FI. Y. 6 sec.) on 

the starboard side. 

As No. 21 Buoy (East Cardinal) (V. Q. (3) 5 sec.) comes abeam 

to port, course should be altered to 015°(T), which should bring 

Buoy No. 12 (Yellow Can) (Fl. Y. 2 sec.) dead ahead and Buoy 

No. 21 dead astern. The bearings of these buoys should be 

watched closely to estimate and correct for cross set which is 

sometimes quite strong on this course and the next. On this 
course No. 14 Buoy (Yellow Can) (FI. Y. 10 sec.) will be left to 
starboard. 

On No. 19 Buoy (Green Conical) (Fl. G. 3 sec.) coming abeam, 

course should be altered to 002°(T) bringing Buoy No. 15 (Green 

Conical) (Occ. G. 5 sec.) dead ahead. Buoy No. 12 (FI. Y. 2 sec.) 

will then be left close to starboard and No. 17 Buoy (Green 

Conical) (Qk. Fl. G.) will be left to port. 

In order to pass over a cable Eastwards of Buoy No. 15, course 

should be altered to 016°(T) as Buoy No. 10 (Yellow Can) (FI. 

(3) Y. 10 sec.) comes abeam to starboard and then altered to 

356°(T) as Buoy No. 15 comes abeam to port. This course would 

pass 3.5 cables West of Bahrain Approach Buoy. It may be 

advisable to reduce engine revolutions shortly after steadying on 

course 356°(T), in order to be able to increase revolutions, if 

feared to provide better steerage on the next course over the 
ar. 

When the Bahrain Approach Buoy bears 051°(T) course should 

then be altered to 051°(T). As this heading is approached, it 

should be found that Buoys No. 8 (Red Can) (FI. R. 2 sec.) and 

No. 6 (Red Can) (Fl. (3) R. 6 sec.) are in line to starboard, as 

Bahrain Approach Buoy comes abeam at 2.5 cables, and then 

should commence to open. Buoys No. 13 (Green Conical) (FI. G. 

5 sec.) and No. 11 (Green Conical) (Q. G.) are parallel to the 

course on the port side of the vessel, give clearance on the 

13.1 m. (43 ft.) patches and given the extent of the bar which 

should be traversed at Slow Speed. 

On No. 11 Buoy coming abeam to port, course should be altered 

to 054°(T) passing between No. 9 Buoy (Green Conical) (FI. G. 

10 sec.) and Buoy No. 4 (Red Can) (Q. R.), followed by Buoy 

No. 7 (Green Conical) (Fl. G. 5 sec.) to port. 

When Buoy No. 2 (Red Can) (Fi. (2) R. 10 sec.) bears East, 

course should be altered to 071°(T) to pass close South of Buoy 

No. 5 (Green Conical) (FI. G. 3 sec.). 

Buoy No. 5 should be close abeam to port, when the course is 

altered to 057°(T) and speed reduced in readiness to cross the 

spit which extends in a Southerly direction from No. 3 Beacon 

(Fl. 6 sec.) and which has a minimum depth of 13.25 m. (43 ft. 

6 in.) at Chart Datum. 

When Buoy No. 1 (Green Conical) (Q. G.) bears 040°(T), course 

should be altered to 040°(T) rad the Bahrain Light Vessel 

(Gp. Fl. (3) 20 sec.) on the starboard bow. 1.5 miles after Buoy 

No. 1 has been left to port, the minimum depth of water is greater 

than 50 ft., and it is safe to go full ahead. 

Masters can expect to have to make adjustments from time to 

time, to the recommended courses, due to set. Effects of tide and 

current should be watched for at all times. 

Sitra Channel Marks: 


(vi) 


(vii) 


(viii) 


(ix) 


(x 
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(xi) 


(xii) 


(xiii) 


(xiv) 


Bahrain Light 26° 33’ 00" N. he ge vessel painted Gp. Fl. (3) every 20 secs. 
Vessel 51° 03’ 30” E. Red with the word Range 15 miles. Racon. 
‘Bahrain’ in white on 
both sides of the vessel. 
No. 1 Buoy 26° 28’ 39" N. Starboard hand buoy, Quick Green. 
50° 58’ 30” E. Green conical. 
No. 2 Buoy 26° 25' 58" N. Port hand buoy, Red can. Gp. Fi. (2) Red every 
50° 52’ 56” E. 10 secs. 
No. 3 Beacon 26° 28' 30” N. Black framework tower _‘ FI. every 6 secs 
50° 57’ 21" E. 47 ft. high with Radar Geographical Range: 
Reflector. 12 miles. 
No. 4 Buoy 26° 23’ 41” N. Port hand buoy, Red can. Quick Red. 
50° 49' 14" E. 
No. 5 Buoy 26° 27’ 06” N. Starboard hand buoy, Fl. Green 3 secs. 
50° 56’ 11" E. Green conical. 
No. 6 Buoy 26° 22’ 26" S Port hand buoy, Red can. Fl. (3) Red every 6 secs 
50° 47’ 21” E. 
No. 7 Buoy 26° 24’ 56” N. Starboard hand buoy, Fl. Green 5 secs. 
50° 50’ 57" E. Green conical. 
No. 8 Buoy 26° 22’ 12” N. Port hand buoy, Red can. FI. Red every 2 secs. 
50° 47' 00" E. 
No. 9 Buoy 26° 23' 47” N. Starboard hand buoy, Fi. Green 10 secs. 
50° 48’ 53" E. Green conical. 
No. 10 Buoy 26° 17' 50” N. Port hand buoy, special Fi. (3) Yellow every 
50° 46’ 32” E. Yellow can. 10 secs 
No. 11 Buoy 26° 22’ 43” N. Starboard hand buoy, Quick Green. 
50° 47’ 30" E. Green conical. 
No. 12 Buoy 26° 16’ 44” N. Port hand buoy, special Fi. Yellow every 2 secs. 
50° 46’ 28" E. Yellow can 
No. 13 Buoy 26° 22’ 13" N. Starboard hand buoy, Fi. Green 5 secs. 
50° 46’ 48" E. Green conical. 
No. 14 Buoy 26° 14’ 42” N. Port hand buoy, special Fi. Yellow every 10 secs 
50° 46’ 00" E. Yellow can. 
No. 15 Buoy 26° 18’ 16" N. Starboard hand buoy, Occulting Green every 
50° 46’ 22” E. Green conical 5 secs. 
No. 16 Buoy 26° 12’ 52” N. Port hand buoy, special Fi. Yellow every 6 secs 
50° 46' 17° E. Yellow can. 
No. 17 Buoy 26° 16’ 59" N. Starboard hand buoy, Quick Green. 
50° 46’ 05" E. Green conical. 
No. 18 Buoy 26° 10° 15" N. Port hand buoy, Red can. Quick Red 
50° 43' 53" E 
No. 19 Buoy 26° 15’ 54" N. Starboard hand buoy, Fl. Green 3 secs 
50° 46’ 00" E. Green conical 
No. 21 Buoy 26° 13’ 52” N. East Cardinal Black Very Quick (3) 5 secs 
50° 45’ 41" E. Yellow Black Pillar. 
No. 23 Buoy 26° 12’ 37" N. Starboard hand buoy, Quick Green 
50° 46’ 05" E. Green conical 


No. 25 Buoy 26° 11' 47" N. Starboard hand buoy, Fl. Green 5 secs. 
50° 46’ 21" E. Green conical 
No. 27 Buoy 26° 10° 28" N. South Cardinal Yellow Very Quick (6) + L 
50° 45’ 32° E. Black Pillar Fl. 10 secs. 
Caisson Wreck 26° 24' 14" N. South Cardinal Yellow Quick (6) + L Fi. 15 secs 
Buoy 50° 52’ 40° E. Black Pillar. 
Sitra Inward 26° 21' 03" N. West Cardinal Yellow Quick (9) 15 secs. 
Buo’ 50° 49’ 41° E. Black Yellow Pillar 
Vidal ers 26° 14’ 04" N. Port hand buoy, Red can. FI. (2) Red every 
50° 47’ 10°E 10 secs 
Bahrain 26° 21' 38" N. West Cardinal Yellow Very Quick (9) 10 secs 
Approach 50° 46’ 40” E. Black Yellow Pillar. 
Buo 
Sitra Geacon 26° 10’ 20” N. Black framework tower ‘Fl. every 3.3 secs. 
50° 42’ 51” E. 50 ft. high, with Radar Range: 11 miles. 
Reflector & Racon. 
Sitra Beacon 26° 10’ 16" N. Starboard hand buoy, Fl. Green 3 secs. 
Guard Buoy 50° 42’ 51" E. Green conical. 
South Shoals 26° 09’ 25" N. Pile structure, 20 ft. high. Gp. Fi. (2) Red 4 secs. 
Beacon 50° 41’ 47” E. 
North Range 26° 10’ 02” N. Pile structure, 20 ft. high. FI. Red Green 2'/. secs 
Beacon 50° 39’ 55” E. 
South Range 26° 09’ 18” N. Pile structure, 20 ft. high. Fl. Red every 4 secs 
Beacon 50° 41' 01" E. 
Sitra Middle 26° 10’ 01" N. South Cardinal Yellow Very quick (6) + L. Fl. 10 
Ground Buoy 50° 40’ 33” E. Black Pillar. secs 
Seistan Wreck 26° 09’ 22” N. North Cardinal Black Very Quick FI. 
Buoy 50° 43’ 12” E. Yellow Pillar. 
Alba Beacon 26° 09’ 14” My Pile structure, 20 ft. high. Scintilating Fi. Green. 
50° 40’ 23” E. 
GlICc 26° 11' 17" N. Green Conical. Quick Fi. Green. 
North 50° 41’ 22” E. 
Glic 26° 11’ 07" N. Green Conical. Fi. Green 3 secs. 


South 50° 41’ 33” E. 
ANCHORAGE: The normal anchorage for arriving vessels waiting 
orders or tide is 1 mile South of No. 27 Buoy. 

The whole of the navigable waters to the West of Sitra Beacon are 
restricted for anchorage unless specific permission has been granted 
by Bahrain Port Control. Pilotage is compulsory West of Sitra Beacon. 

The area South of a line joining Sitra Beacon and Sitra Middle Ground 
Buoy is the fairway to Mina Sulman, and the approaches to ALBA, GIIC, 
ASRY and BAPCO terminals and as such anchorage is prohibited. 

The area North of this line joining Sitra Beacon and Sitra Middle 
Ground Buoy and bounded on the North by ASRY Drydock and GIIC, 
is Sitra Inner Anchorage. 

Vessel may ONLY anchor in Sitra Inner Anchorage after specific 
permission has been granted by Bahrain Port Control, as this area is 
also the approaches to the ASRY Drydock and GIIC jetty. Permission 
will be granted for vessels working with ASRY, working barges, or taking 
bunkers by barge. 

Vessels should not immobilise their engines without having received 
on board written permission from the Port Authority. 

A CONTINUOUS WATCH ON .VHF CHANNEL 74 MUST BE 
MAINTAINED. 

RESTRICTIONS: Berthing carried out night and day. 

Explosives: Merchant vessels carrying explosives are not permitted to 
enter the Sitra Inner Anchorage, unless permission has been granted 
and anchorage allocated. Masters of such vessels will be advised by 
Bahrain Port Control to anchor in the Explosives Anchorage in a position 
1.5 miles S.E. of Sitra Beacon. 

Merchant vessels carrying explosive material are not permitted to 
enter the limits of BAPCO’s Oil Wharves including the ALBA facilities. 
Tidal Information: 

The Standard Port for the area is Mina Sulman. 


High Water Low Water 
No. Place Mean Mean Mean Mean 
Springs Neaps Springs Neaps 

Standard Port Standard Port 
4252 Mina Sulman 2.4m. 1.9m. 0.6m. 1.0m. 
(7.9 ft.) (6.2 ft.) (2.0 ft.) (3.3 ft.) 

+0005 hours +0005 hours 
4251 Sitra 2.3m. 1.9m. 0.6m. 1.0m. 
(7.5 ft.) (6.2 ft.) (2.0 ft.) (3.3 ft.) 

—0017 hours -—0013 hours 
4250a Bahrain Approach 2.1m. 1.7m. 0.4m. 0.8m. 
Buoy (6.9 ft.) (5.6 ft.) (1.3 ft.) (2.6 ft.) 


For vessels with drafts in excess of 12.2 m. (40 ft.) the following notes 
are recommended: 

1. During Neap Tides vessels with drafts up to 12.8 m. (42 ft.) can 
navigate the channel at all stages of the tide. 

2. Tidal Sailings: The rise of tide must be utilised to pass through the 
shoal areas between Bahrain Approach Buoy and No. 3 Beacon over 
the HW period at reduced speed. Tay sackler should be underway 
from No. 27 Buoy not later than 3.5 hours before the next predicted HW 
at Mina Sulman, or at a time not later than that which would allow vessels 
to make the passage between Bahrain Approach Buoy and No. 3 
Beacon at a reduced speed of 8 knots, having the full benefit of the tide, 
and passing Bahrain Approach Buoy 1.5 hours before the predicted HW 
at Mina Sulman. 

MAX. SIZE: See individual berths for limitations. 
HEALTH: Bahrain Port Health Regulations are based on International 
Sanitary Regulations adopted by 

In accordance with International practice, quarantine signals must be 
prominently displayed by all vessels approaching Bahrain Port. 

Pratique is normally granted by the Bahrain Government Port Health 
Officer or the Agent's Representatives, or for healthy vessels scheduled 
for immediate berthings in the Sitra Marine Area by the BAPCO Pilot. 

No persons, excepting the Bahrain Coast Guard, Agents’ 
Representatives and Pilots are permitted to leave or board a vessel until 
Pratique has been granted. 

A radio message should be sent to the Government Port Health 
presi Bahrain, advising last Bill of Health and present health conditions 
aboard. 

Rat guards should be properly placed on all mooring ropes as soon 
after berthing as practicable. 


orld Health Organisation, May 1951. 


BAHRAIN 


Bahrain Port is not classed as a “Plague Port” but all crew members 
must have in their possession valid certificates of vaccinations and 
inoculations against cholera in accordance with current Health 
Regulations. 

The Bahrain Government Port Health Officer is available by 
arrangement through vessel's Agent. The Port Health Officer, in addition 
to official duties, will provide consultation and treatment for other than 
quarantine purposes. 

Derat and Derat Exemption Certificates are obtainable in Bahrain. 
Requests should be made through the vessel's Agent. 


RADIO: The company does not operate a coast radio station, long 
distance radio communication being routed through Bahrain Radio. 

All vessels are requested to keep the company, on cable address 
“Bapcoship Bahrain”, fully advised regarding ETA. Vessels fitted with 
telex may contact BAPCO by telex through A9M on Telex: 8218 Bn 
(answerback being BAPSHP) but messages to the vessel from BAPSHP 
will all be relayed through Bahrain Radio for onward transmission. 

It is requested that vessels provide an ETA, arrival and departure 
drafts, not later than 48 hours steaming time from Sitra. 

Long distance radio communication should all be routed through 
Bahrain Telecommunication Company's Coast Station “Bahrain Radio” 
(A9M) of P.O.Box 14, Manama, Bahrain, to which a regular watch should 
be maintained. 

All communications to the Company should be quoted in GMT, and 
the appropriate letters, GMT, inserted after the time. 

Vessels calling at Bahrain should listen to Bahrain Radio from 
4 — 5 days prior to arrival, as BAPCO send the following questionnaire 
by radio only. 


Telex to All Cargo Loaders: 
MASTER 
BAHRAINRADIO 


Date: 


please provide the following information: 

1) ETA at 72/48/24 hours prior arrival and when 50 miles from 
Bahrain L/V confirm ETA. 

2) Names of last three ports of call and departure dates. 

3) Arrival draft, fore and aft and berthing displacement. 

4) Maximum departure draft. 

5) Distance bow to manifold in metres. 

6) Is vessel ready to berth/load on arrival? 

7) ls a TOVALOP Certificate available for the Berthing Pilot's 
inspection? Please advise if Tovalop Certificate on board is 
valid until 20th February 1993, (English version please), 
issued by Tovalop, London. Without this certificate available 
on board, your vessel will not be allowed to dock. 

8) Is vessel part loaded? Quantity. 

9) Hours required to discharge ballast. 

10) If required, hours to mop/clean ship's tanks after 
deballasting. 

11) Order of loading, and maximum loading rates. 

12) Slops on board: volume, contents. 

a) Do you wish to discharge same? 
b) Are slops segregated? 
c) If not segregated, do you agree to load on top? 

13) If intending to load into ship's dirty tanks. 

14) If comingling of cargo required. 

15) Will the vessel's tanks be under IGS pressure on arrival. 

16) Will you release the IGS pressure for visual inspection by 

independent Surveyor? 

If no, do you accept responsibility for the quality of the first- 

in product to approximate feet levels or until there is 

sufficient product in tank(s) to readily obtain a sample. 

Do you require to inert tanks whilst alongside a berth? 

For your information, this is only permitted when absolutely 

necessary and when approved by shore. All delays to 

subsequent vessel(s) awaiting same berth and/or loading 
facilities as a result of this operation will be for your vessel's 
owner's account. 

Please note: The Terminal normally ask vessel to arrive with 

all tanks gas-free ready for visual inspection, inerting before 

loading not required. However, if vessel arriving with tanks 
inerted, Master will have to accept responsibility in writing 
for first in product, approximately 3 feet for sampling. 

(C) When passing Bahrain Light Vessel: VHF contact with “Bahrain 
Port Control” and “Bapco Terminal” should be maintained at all 
times on Channel 74. Bapco Terminal will give berthing 
prospects/instructions. 

(D) Advise present health conditions on board. 

(E) Acceptable minimum berthing draft is calculated by following IMO 
Formula: Draft amidships = 2.0 + 0.02 x LOA trim not to exceed 
0.015 x LOA. 

LOA 182.30 m., forward 4.28 m., aft 7.02 m. 

(F) Advise vessel's g.r.t./n.r.t./d.w.t. as per present certificates. 

(G) Would appreciate if you could give us maximum notice in case 
chandler is required, listing all items. 

Do you have other requirements such as cash, laundry, etc. 

(H) Clearance formalities requirements: Please arrange to have 
following ready: 

4 Crew Lists. 

2 Bonded Stores Lists (alcoholic items and cigarettes). 
Last Port Clearance. 

Log Book. 
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Prepared by: 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Bahrain Radio (A9M) (SELCAL 4650) 


Frequencies in kHz 


Type Time 
(GMT) Calling Working Listening 
W/T, M/F Continuous 500 487, 442,516 900. 480, 454, 
Continuous 4302 4284 4181.2- 4282.4 
0300 - 2000 8448 8454 8362.4 - 8364.8 
W/T, H/F 0400 - 2000 12709 12698 12543.6 - 12547.2 
0400 - 2000 17175.2 17169 16724.8 - 16729.6 
0700 - 0800 17169 17169 16724.8 - 16729.6 
1245 - 1315 17169 17169 16724.8 - 16729.6 
, 2182 and as 
R/T, M/F Continuous 2182 2607, 2656 requested 
Continuous 4125 4125 
4394.6 4100.2 
Continuous 6215.5 6215.5 
R/T,H/F 8718.9 8195 
By W/T 8734.6 8210.5 
arrangement 13125.6 12354.8 
17285.6 16512.7 
22612.9 22016.9 
“ Ch. 26, 27, 82, Ch. 16, 26, 27, 
R/T, VHF Continuous Ch. 16 84 82, 84 
Continuous 4350 4170.5 
Continuous 8716 8355 
Telex Continuous 13086.5 12506.5 
Continuous 17202 16665 
Continuous 22584 22215 


Bahrain Radio is equipped with Marconi Spector “ARQ” and “FEC” 
equipment type U2221. The equipment conforms to CCIR 
Recommendation 476. There are 4 rating positions with 
answerbacks 8474A A9M BN, 84748 ASM BN, 8474C ASM BN, and 
8474D A9M BN. For direct contact ships should call in the Master (ARQ) 
mode as A9M monitors in the Slave mode. During a link call AQM will 
work as Master once contact has been established. Bahrain Radio 
accepts telex tapes from local clients to be passed on to ships fitted 
with radio telex on Telex: 8221 Bahrad Bn. The address should include 
the ship's name, call sign, and SELCAL number. 

Sitra Port Control 

Call sign “Bapco Terminal”. 

R/T, VHF Continuous Channels 16, 74. Channels 6, 8, 9, 12, 14 are the 
working channels. 

When within 50 miles of Bahrain, communication should be 
established on VHF with BAPCO Terminal. 

Vessels must maintain a continuous watch on VHF Channels 16 and 74. 

When passing “Bahrain Light Vessel’ or “Sitra Inwards Buoy” they 
should also establish and maintain watch with Bahrain Port Control on 
Channel 74. 

A separate radio message should be sent to the Government Port 
Health Officer, Bahrain, advising last Bill of Health and present health 
conditions on board. 

The Radio and Radar equipment of any vessel must not be operated 
whilst alongside Company wharves. 


VHF: See “Radio”. 


BAHRAIN PORT CONTROL: A Vessel Traffic Management System has 
been established and is responsible for co-ordinating and regulating the 
flow of marine traffic in all waters within the port limits and the Deep 
Draft and N.E. Approach Channels. 

It is required that all vessels in excess of 50 g.r.t. inform Bahrain Port 
Control, on VHF Channel 74, prior to leaving a berth or anchorage, or 
immediately after berthing or anchoring, and when passing the following 
sea marks inwards and outwards: 

yp Draft Channel N.E. Approach 
Bahrain Light Vessel — 


No. 3 Beacon — 

Bahrain Approach Buoy Sitra Inwards Buoy 
No. 14 Buoy Vidal Buoy 

No. 27 Buoy No. 27 Buoy 

Sitra Beacon Sitra Beacon 


Middle Ground Buoy Middle Ground Buoy 


TUGS: The assistance of Company tugs is normally available on a 
24 hour basis. 
When assisting in berthing and unberthing operations, the tugs are 


under the direct orders of the Sitra Pilot. 
The Company normally has 2 tugs on station. Each tug is fitted with 


fire pumps and monitors and can provide limited assistance fighting fires. 


The Sitra Pilot will decide upon the number of tugs to be used in 
berthing and unberthing operations. Normally, 2 tugs are used in each 
instance. 

If the assistance of a tug is required for purposes other than berthing 
or unberthing, the request should be directed to the Superintendent — 
Marine Operations, Sitra, via the vessel's Agents. 

Towboats: Normally there are 3 tow-boats of 365 h.p. on station. 
Primarily intended for other harbour duties, these tow-boats are available 
for assisting in the berthing/unberthing of the smaller class of vessel. 


BERTHING: Berthing and unberthing operations are conducted on a 
24 hour basis at the discretion of the Sitra Pilot; wind, weather, tide and 
other circumstances permitting. 
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Full power must be available on the main engines and the vessel must 
be sufficiently ballasted for the operation envisaged. The Sitra Pilot will 
decline to berth vessels if they are not properly equipped with 
satisfactory mooring lines, or if deck appliances are inoperable, or if 
steering gear, telegraphs and whistles are not in an efficient condition. 
The Master should notify the Pilot of any defects or peculiarities 
pertaining to his vessel. 

Minimum Manoeuvring Drafts for Tankers: Due to the exposed location 
of the wharves, vessels are required to be sufficiently ballasted with 
clean ballast water ballast before coming alongside. 

Acceptable ballast drafts are those calculated by the following IMO 
formulae: 

Draft amidships (2.0 + 0.02L) m. 

Trim not to exceed 0.015L. 

Where L = Length overall. 

pie y nae drafts normally acceptable are: 

LOA 


Forward Aft 
150 m. (490 ft.) 3.9 m. (12.8 ft.) 6.1 m. (20.0 ft.) 
175 m. (570 ft.) 4.2 m. (13.8 ft.) 6.8 m. (22.3 ft.) 
200 m. (650 ft.) 4.5 m. (14.8 ft.) 7.5 m. (24.6 ft.) 
225 m. (730 ft.) 4.9 m. (16.0 ft.) 8.1 m. (26.6 ft.) 
250 m. (820 ft.) 5.2 m. (17.0 ft.) 8.8 m. (28.9 ft. 


Ballast draft should be sufficient to completely immerse the propeller. 
Pilots may decline to berth vessels if they are not sufficiently ballasted. 
Trim: Whilst alongside the berth the period of undesirable trim shall be 
minimised. 

Anchors: The “Offshore” anchor should be cleared and lowered to the 
waterline, ready for letting go, before approaching the berth. Anchor 
buoys are NOT to be used. 

Handling Mooring Lines: BAPCO provides a shore gang for more 
mooring lines on the wharves. This service is directed by the BAPC 
personnel on the wharf. 

Vessels berthing at BAPCO wharves must be equipped with at /east 
5 lines forward and 5 lines aft, in addition to backsprings fore and aft. 
These lines must be of sufficient length to enable moorings to be 
“doubled up” in bad weather. Method of mooring will be at the discretion 
of the duty Pilot. 

Constant tension winches to be set on manual brake. 


BAPCO TERMINAL: Two main wharves were constructed, lying 146° — 
326° to handle ocean-going vessels, with a special services coastal 
tanker wharf lying 023° — 203°. 

Whilst bunkers (fuel oil, marine diesel and gas oil) are available on 
Wharf No. 2, the main wharves handle all normal petroleum products 
with specialities handled on particular berths for dependent clients. Gas 
oil is not available at Island Wharf, but delivery of bunkers is by barge. 


Berths No. 

BANOCO/CALTEX 

Asphalt 2,4,7 

Pressurised LPG 4,7 

Blended Fuel Oil 2,4 

Caustic/T.E.L. Imports 4 
BANAGAS 

Butane/Propane (Vapour Return/Main) 1 

(Main/Vapour Return) 2 


No. 1 Island Wharf: No. 1 (island) Wharf consists of 1 main central 
platform supported on steel piles with 4 inter-connected mooring 
dolphins, 2 positioned to the North-West and 2 to the South-East; giving 
the wharf an overall length of 281 m. (923 ft.). This wharf, which is 
supplied by submarine pipe-lines, provides 2 berths protected by 4 
breasting dolphins each side. The latter precludes berthing freighters. 
Limitations: 


Max. Berthing 
Charted Sailing Berthing Displace- 
Berth LOA Depth Draft Draft ment 
Ls Min: 165m. 14.00m. 13.40m. 12.19m. 71,500° 
(540 ft.) (46 ft. O in.) (44 ft. O in.) (40 ft. O in.) L. Tons 
6 Max: 274m. See table below 10.67 m. 
‘(900 ft.) (35 ft. 0 in.) z 


Notes: 1. Maximum distance manifold to ends of 137 m. (450 ft.). 
2. Approximates to 110,000 d.w.t. in ballast. 
3. 72,650 tonnes. 


LOA Manifold/Stern Maximum Draft 
(m.) (ft.) (m.) (ft.) (m.) (ft.) 
213 700 106 13.41 44.00 
228 750 114 375 12.95 42.50 
243 800 121 400 12.65 41.50 
259 850 129 425 12.50 41.00 


274 900 137 450 12.19 40.00 

In order to ensure the required underkeel clearance of 0.7 m. is 
maintained, the maximum drafts of vessels berthed at Berth No. 6 will 
be dependent upon the distance manifold to the stern (nominally LOA) 
and tidal conditions throughout the berth occupancy. 

However, the above maximum draft tabulated against LOA may be 
increased by the /owest tidal level predicted in the British Admiralty Tide 
Tables for Mina Sulman during the period of 72 hours following the time 
that the vessel actually berthed at Berth No. 6. 

Example: 
(a) Vessel 800 ft. berthing on 16.3.88 may load to 12.65 m. + 0.2 m. 
= 12.85 m. (42 ft. 2 in.). 
0.2 m. being the minimum predicted level above Chart Datum within 
the 72 hour period after berthing, i.e. at 1242 hrs. on 19.3.88. 
(b) Vessel 900 ft. berthing on 12.3.88 may load to 12.19 m. + 0.7m. 
= 12.89 m. (42 ft. 3.5 in.). 
0.7 m. being the minimum predicted level above Chart Datum within 
the 72 hour period after berthing, i.e. at 0917 hrs. on 15.3.88. 
No. 2 Wharf: No. 2 Whart is a pile driven ‘T head structure with 3 
interconnected dolphins, 2 positioned to the N.W. and 1 to the S.E., 
iving the wharf an overall length of 508 m. (1,666 ft.), and providing 
our berths. Both outside berths (Nos. 1 and 2) and the N.W. Inner Berth, 


No. 3 are protected by berthing beams. This wharf is connected by 2 
road trestle 518 m. (1,680 ft.) to a causeway 3 miles from the main island 


of Sitra. 
Limitations: 
Maximum Berthing 
Charted Arrival Sailing Displace- 
Berth LOA Depth Draft Draft ment 
1% 260m. ** 12.80 m. 10.67 m. 12.19m. 58,930 M.T. *° 
(820 ft.) (42 ft. 00 in.) (35 ft. 00in.) (40 ft. 00 in.) (58,000 LT.) 
2° 250 m.*' 12.95 m. 10.67 m. 12.34 m. 58,930 M.T. *° 
(820 ft.) (42 ft. O06 in.) (35 ft. 00in.) (40 ft. 06 in.) (58,000 LT.) 
3 170 m. 11.89 m. 10.00 m 10.36 m. *? 35,561 M.T. 
(560 ft.) (39 ft. O0in.) (33 ft. 00in.) (34 ft. OOin.) (35,000 LT.) 
4 160 m. 11.89 m. 08.10 m 10.36 m. 15,240 M.T. 
(525 ft.) (39 ft. 00 in.) (26 ft. O6 in.) (34 ft. 00 in.) (15,000 LT.) 
Notes: 


*1. May be exceeded dependent upon configuration of vessel and vessel 
utilising other berth. 

*2. 10.97 m. may be permitted under suitable tida/ conditions. 

*3. Maximum windage 5,000 sq.m. 

*4. Approximates to 80,000 d.w.t. in ballast. 

Coastal Tanker Wharf: This whart is a pile driven structure, fendered on 

its Eastern side only and connected by a catwalk to the Causeway. 

At its outer end is a warping dolphin. 


Limitations: 

Vessel Charted Draft Never 
Berth LOA Depth To Exceed 

i 73.1 m. 5.48 m. 4.88 m. 
(240 ft.) (18 ft. 0 in.) (16 ft. 0 in.) 

or with special permission 

73.1 — 79.2 m. 4.88 m. 4.26 m. 

(240 — 260 ft.) (16 ft. 0 in.) (14 ft. 0 in.) 


BAHRAIN NATIONAL GAS CO.: 

General: Butane and propane are stored at Sitra storage tanks at 
0.5 p.s.ig., and —5°C and —42°C, respectively. Maximum storage 
capacity is 188,000 bbls. (29,890 cu.m.) per product. 

Product is pumped to the loading arms via a 16 in. insulated loading 
line by 2 pumps, each with a capacity of 5,000 b.p.h. There is a 10 in. 
vapour return line. The vapour return line can be routed to a tank or to 
flare as required. Note that if during the loading, pressure on the vapour 
return line exceeds 1.25 p.s.i.g. at the flare, then a control valve may 
shut against the vessel. This may happen without prior warning. 

The loading line and the vapour return line are in the configuration as 
per plan (See “Plan” — Sitra Wharf No. 2). Loading and vapour return 
operations are accomplished via Chicksan type arms, the arms having 
12 in., 150 A.S.A. rating, and 8 in., 150 A.S.A. rating flanges respectively. 

As propane and butane cargoes are loaded through a single shore 
system it may be necessary for the shore tank to be switched in order 
that the loading system content is displaced to the vessel with the other 
product. Masters are requested to maintain an accurate assessment of 
the cargo loaded at all times and inform the wharf staff as required. 

Vessels MUST advise Terminal personnel of any need to shut down 
loading, even on an emergency basis, so that the Terminal emergency 
shut down system can be activated BEFORE on-board valves are shut 
to the loading hoses/arms. 

Atmospheric venting is not permitted alongside the wharves. Vessels 
which are “hot” will be required to load a quantity of coolant, unberth 
and purge and cool down in the holding anchorage. 

Arrival Communications: Vessels intending to load LPG at Sitra will be 
contacted approximately 72 hours prior to arrival, and will be required 
to furnish the following information to BAPSHP BN: 

1. Names of last 3 ports of call and ETA at 72, 48 and 24 hour intervals 
to No. 27 Buoy. 

2. Arrival draft, departure draft, and berthing displacement. 

3. State of readiness to berth/load and composition of vapours in 
ships tanks. If “hot’, quantity required for cooling down procedure. 

4. Order of loading, disposition of cargo to load and maximum loading 
rate. 

5. Disposition of cargo already on board, and if intend co-mingling. 

6. Ships particulars: 

(a) Length overall. 

(b) Distance bow to liquid connection. 

(c) Distance bow to vapour return connection. 

(d) Maximum freeboard of manifold during cargo operations. 

(e) Minimum freeboard of manifold. 

7. Bunker requirements. 

8. Radio “Porthealth Bn” with present health conditions. 

This information should be updated every 24 hours or sooner should 
any major alterations to the original be made. 

Arrival Procedure: VHF communications should be established with: 

(a) BAPCO Terminal to obtain the latest berthing schedule. 

(b) Bahrain Port Control to whom vessels should pass their intended 

passage route and timings from Bahrain Light Vessel to No. 27 
Buoy, and obtain clearance. 

Should the berth be unavailable, vessels will be directed to the Sitra 
Holding Anchorage, which is 1 mile South of No. 27 Buoy. Vessels 
carrying out cooling down procedures will also use this designated 
anchorage. 

LPG vessels will not under normal conditions use the Sitra Inner 
Anchorage but if special circumstances warrant then permission must 
be first obtained from Bahrain Port Control. 

Berthing and unberthing operations are at all times governed by 
prevailing weather conditions and the larger freeboard of LPG vessels 
will be taken into account when considering berthing prospects. 

Mooring arrangements will be generally similar to those outlined for 
BAPCO Berths, but particular attention should be given to extra 
moorings when warning of imminent weather change is received. 


BAHRAIN 


GULF PETROCHEMICAL INDUSTRIES CO.: BAPCO Berths No. 1 
and 2. 

General: Ammonia and methanol are manufactured and stored at the 
GPIC plant situated 2 miles from the berths on the Southern side of the 
causeway. Ammonia is stored in 2 tanks at atmospheric pressure and 
at a temperature of —33°C with a total capacity of 40,000 tonnes. 
Methanol is stored in 2 nitrogen blanketed tanks at atmospheric pressure 
and ambient temperature with a total capacity of 40,000 tonnes also. 

The 16 in. ammonia loading line and the 10 in. vapour return line 
terminate at a combined 10 in. and 4 in. Chicksan type arm. Methanol 
is similarly routed through a 16 in. loading line to a separate 10 in. 
Chicksan type arm. 

Both products can be loaded each utilising 2 pumps at a maximum 
capacity of 1,200 tonnes per hour. 

Methanol is a typical hydrocarbon product and is handled similarly to 
other products on the wharf. 

Ammonia is a toxic product and should be handled with additional 
caution. The GPIC office on the wharf contains breathing apparatus sets 
and other equipment for emergencies. 

Arrival Communication: Vessels intending to load ammonia or methanol 
will be required to provide the following information to GPIC (Telex: 9897, 
Answerback Kemia Bn) via Bahrain Radio: 

1. Names of last 3 ports of call. 

2. ETA at 72, 48 and 24 hour intervals to No. 27 Buoy. 

3. Arrival draft, departure draft, berthing displacement and Tovalop 
for Methanol. 

4. State of readiness to berth/load and composition of vapours and 
temperatures of ship's tanks. Noting for ammonia loadings that the 
vapour return line can only be utilised if the tanks are filled with gaseous 
ammonia. 

5. Order of loading, disposition of cargo to load and maximum loading 
rate requested. 

6. Disposition of any cargo already on board. 

7. Ship particulars: 

(a) Length overall. 

(b) Distance bow to liquid connection. 

(c) For ammonia loadings: Distance bow to vapour return. 

(d) Maximum freeboard of manifold during cargo operations. 

(e) Minimum freeboard of manifold. 

8. Loading arms terminate with flanges of: 

(a) Ammonia liquid — 10 in. x 300 ASA. 

(b) Vapour return — 4 in. x 150 ASA. 

(c) Methanol — 10 in. x 150 ASA. 
Vessei requested to inform if suitable sized and constructed 
adaptors not on board, giving manifold size flange required. 
9. Any deficiencies in vessels equipment, safety appliances. 
10. Bunker requirements. 
Vessels are required to radio “Porthealth Bn” with present 
health conditions. 
Arrival Procedure: VHF communications should be established 
with: 

(a) Bahrain Port Control to whom vessels should pass their intended 

passage route and timings from Bahrain Light Vessel to No. 27 
Buoy, and obtain passage clearance. 

(b) BAPCO Terminal to obtain the latest berthing schedule. 

Both on VHF Channel 74. 

Should the berth be unavailable, vessels will be directed to Sitra 
Holding pplasela 94 which is 1 mile South of No. 27 Buoy. 

All the normal BAPCO Terminal procedures and regulations will apply 
in conjunction with additional safeguards. 

In addition to the mooring lines required (5 head lines and 5 stern 
lines), 2 fore and 2 aft backsprings must be rigged. These backsprings 
must be of the same type of construction (nylon, polyprop, or wires with 
same length tails). 

Access to the “T” head will be restricted. 

Loading Masters: GPIC provide Loading Masters, independent of 
BAPCO, who will make all necessary arrangements, inspections and 
checks for the loadings. 

The BAPCO Wharf Superintendent and his delegates have the 
responsibility for the overall safety and security of the wharf and access 
to the wharf will be restricted during ammonia loading operations. 
Loading Information: As the loading pumps for ammonia have to be 
cooled down prior to operations the ship's maximum acceptable loading 
rate, up to 1,200 tonnes/p.h. cannot be changed after receipt of arrival 
telex. 

The max. loading rate utilising 2 shore pumps is 1,200 tonnes/p.h. 

Before commencement of any cargo operations the GPIC Loading 
Master and the vessels Loading Officer must mutually agree on the 
procedures for Normal and Emergency Stoppage. 

Vessels must advise the GPIC Loading Master of any need to shut 
down loading, even on an emergency basis, so that the Terminal shut 
down systems can be activated before on-board valves are shut against 
the loading arms. 

In the event of an emergency disconnection the loading arms will 
automatically rise about 2 m. above its current operating position with 
an arm full of product, leaving 1 quick closing valve connected to the 
vessel. 

Prior to commencing operations the GPIC Loading Master and the 
ship’s Loading Officer will mutually agree on the correct sampling 
procedure for the vessel. 

Gas masks, breathing apparatus and first aid equipment must be 
checked for full serviceability and be ready to hand prior to commencing 
any operations. 

Prior to and on completion of loading, the loading arms will be purged 
with nitrogen to displace the product on to the vessel. 

During ammonia loadings the vapour return line should be used to 
assist in the displacement of the shore tanks. However, this will only be 
carried out if the ship's tanks are filled with gaseous ammonia. It is not 
permitted for the ship to vent inert gas or other vapours into the vapour 
return line. 
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Please send corrections and additions to Shipping Guides Lid., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


ALUMINIUM BAHRAIN: 

General: Berthing and unberthing operations are conducted on a 
24-hour basis at the discretion of the Bahrain Pilot; wind, weather, tide 
and other circumstances permitting. 

Owing to the confined area of operations and the strong cross currents 
experienced on the Inner Berth some arriving vessels may have to 
anchor South of No. 27 Buoy for slack water. 

Full power must be available on the main engines and the vessel must 
be sufficiently ballasted for the operation envisaged. The Bahrain Pilot 
will decline to berth vessels if they are not properly equipped with 
satisfactory mooring lines, or if deck appliances are not operable, or if 
steering gear, telegraph and whistles are not in an efficient condition. 
The Master should notify the Pilot of any defects or peculiarities 
pertaining to his vessel. 

Due to exposed location, vessels alongside the Inner Berth may 
experience considerable surging in rough weather and careful watch 
should be kept on mooring ropes. Slack lines present a hazard to the 
safety of vessels moored alongside. It is recommended that at least half 
hourly routine checks on moorings are carried out. The use of shore 
storm moorings are mandatory for vessels moored at ALBA Inner Berth. 
Vessels requesting additional lines to be run out, etc., will be given every 
assistance by shore staff. 

Anchors: The “offshore” anchor should be cleared and lowered to the 
waterline, ready for letting go, before approaching the berth. Anchor 
buoys are not to be used. 

Gangways: Vessels shall provide an efficient gangway, which shall be 
adequately lighted during the hours of darkness and be of sufficient 
length to provide safe access when the vessel is discharged. 

Mooring Charges: BAPCO will make a charge for the use of tugs/tow- 
boats and services rendered during berthing and unberthing operations, 
and for tugs utilised holding/repositioning vessel if required during 
periods of inclement weather. 

Smoking: Smoking is strictly prohibited on the ALBA jetty except at 
approved “Smoking Points”. The Marine Superintendent Operations, 
Sitra has approved vessels berthed alongside the ALBA jetty as “safe 
places” for smoking except during bunker operations. This approval may 
be withdrawn by ALBA’s Marine Superintendent or his delegate if any 
condition arises which in his opinion is likely to prove hazardous. 

The Master shall be responsible for ensuring that the crew of the 
vessel are informed of the safe places so approved and that they comply 
with the regulations. 

Swimming: Swimming is not permitted in the vicinity of the ALBA jetty. 
Vessels’ Engines: The main engines and all gear must be in an operable 
condition and in a state of immediate readiness whilst alongside jetty. 
Fire Wires: Vessels berthed at the ALBA Jetty must have the eye of a 
wire hanging over the offshore bow and quarter to enable tugs to connect 
up readily in an emergency. The wire shall be suitable for the intended 
purpose and shall have sufficient scope on deck for free running. These 
wires must be tended to keep the eyes at sea level. 

Shore Leave: Shore leave may be taken by bona fide crew members 
in accordance with the Regulations prescribed by the Government of 
Bahrain, and in accordance with the Agents’ Notice to Masters. 

All persons landing from vessels at ALBA’s berths must use transport 
provided by the Agent between the ALBA Storage Island and ALBA 
Security Gate where they must show their shore leave pass, BAPCO 
2564. It is not permitted to walk along the causeway between the Storage 
Island and ALBA Security Gate. All persons going ashore must hand in 
either their valid passport or Seaman's Continuous Discharge Certificate 
to the Immigration Officer and be cleared by the Customs Officer, both 
of whom are located in BAPCO's Sitra Shipping Office. 
Communications: Vessels should provide their Agent through Bahrain 
Radio with: 

1. ETA at least 72 hours in advance. 

2. Names of last 3 ports of call. 

3. Arrival drafts fore and aft. 

4. State of readiness to berth/load/discharge. 

5. Bunker requirements. 

This information should be updated should any major alterations to 
the original be made. 

They should also radio “Porthealth Bn” with present health conditions. 

When within VHF range communications should be established with: 

(a) Bahrain Port Control (Channel 74), and 

(b) BAPCO Terminal to obtain the latest berthing schedule from 

Bahrain Pilots. 

During cargo operations while a vessel is alongside ALBA jetty, VHF 

Channel 8 is used for contact with the wharf staff. Masters are requested 
to maintain a watch on this channel. There are no facilities for providing 
vessels alongside with telephones. 
ALBA Wharf: Description: The ALBA whart is a pile driven, “L” shaped 
structure, 171 m. (562 ft.) long with a reinforced concrete decking. A 
mooring dolphin is situated 47.5 m. (165 ft.) to the N.W. and a warping/ 
mooring dolphin 60 m. (197 ft.) to the S.E. These dolphins give the wharf 
an overall length of 281 m. (924 ft.). 

The Alba Wharf can be easily accessed via the new constructed Alba 
3.5 miles causeway, South of BAPCO Causeway. This causeway 
provides dedicated direct vehicular access from Sitra to the Alba Wharf 
without the need to utilise the BAPCO Causeway. 

This causeway was constructed mainly to allow transport of raw 
material by Alumina bulk carrier tankers from Alba Wharf to main Alba 
smelter. It is exclusively for the use of Alba authorised traffic. 

The old Aerial Ropeway raw material transport facilities are kept for 
petcoke and as a secondary means of alumina transportation. 
Limitations: Outer Berth: Depth of berth is 11.3 m. (37 ft.) at Chart 
Datum. This allows vessels with a draft of 10.67 m. (35 ft.) to berth at 
all states of the tide. 

Inner Berth: Forward: 9.15 m. (32 ft.) at Chart Datum. 
Aft: 10.35 m. (34 ft.) at Chart Datum. 
po allows vessel with a draft of 8.6 m. (28 ft.) to berth at all states 
of tide. 
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Displacement: 

Outer Berth: Fenders on the Alba Outer Berth have been designed to 
accept loaded vessels of up to 57,000 tonnes displacement, with LOA 
of 189 m. (620 ft). 

Vessels over 97.5 m. (320 ft.) LOA must have a minimum parallel 
body of 76.2 m. (250 ft.). 

Smaller vessels with a LOA of between 40 m. (140 ft.) and 97.5 m. 
(320 ft.) oo be berthed on one group of fenders either 1, 2 and 3 or 
4, 5 and 6. 

Inner Berth: The Inner Berth is designed to accept vessels of up to 
12,000 d.w.t., with a maximum LOA of 165m. (540 ft.) and with a 
maximum beam of 21 m. (68 ft.). 

Facilities: A suction ship-unloader is installed on the Outer Berth as part 
of the Alba modernisation programme. The suction ship-unloader is 
capable of unloading alumina, petroleum coke and pitch from a bulk 
carrier of up to 40,000 tonnes deadweight. 

The unloader is a “single job” type having a “free digging” rate of: 


Alumina 550 tonnes per hour (approx.). 
Petroleum Coke 550 tonnes per hour (approx.). 
Pitch Variable between 100 and 200 tonnes per hour. 


Note: “Free digging” denotes the flow rate obtained at the start of 
unloading a full hold. 
The annual quantities to be unloaded are as follows: 


Alumina 880,000 tonnes (approx.). 
Petroleum Coke —_ 190,000 tonnes (approx.). 
Pitch 44,000 tonnes (approx.). 


If the suction unloader is out of service, vessels will be unloaded by 
2x10 ton capacity grab equipped cranes, with maximum outreach of 
28.6 m. 


GULF INDUSTRIAL INVESTMENT COMPANY: 

Gulf Industrial Investment Company (G.1.1.C.), P.O. Box 50177, Hidd, 

Bahrain. Tel: 673311. Telex: 9993 GIIC Bn. 
Berthing/General: Under normal circumstances, berthing and 
unberthing operations are conducted on a 24 hour basis at the discretion 
of the Bahrain Pilot; wind, weather, tide and other circumstances 
permitting. 

Owing to the confined area of operations for ore carriers arriving at 
the maximum permitted drafts for the berth, and the strong cross currents 
experienced on the berth, arriving vessels may have to anchor South 
of No. 27 Buoy for slack water. 

Full power must be available on the main engines and the vessel must 
be sufficiently ballasted for the operation envisaged. The Sitra Pilots will 
decline to berth vessels if they are not properly equipped with 
satisfactory mooring lines, or if deck appliances are inoperable, or if 
steering gear, telegraphs and whistles are not in an efficient condition. 
The Master should notify the Pilot of any defects or peculiarities 
pertaining to his vessel. 

Approaches: The area surrounding the wharf and its approaches have 
been dredged for deep drafted vessels of up to 12.8 m. 

To assist in the pilotage, leading beacons and marker buoys have 
been installed. The beacons, rear (Gp. Fl. (2) 2 sec.) 12 m. and front 
(Qk. Fl.) 7 m. are situated parallel and 320 m. to the West of the wharf 
centreline, and provide clearance for maximum drafted vessel turning 
from the Main Fairway into the dredged area. The buoys, GIIC South 
(Fl. G. 3 sec.) and GIIC North (Fl. 3 sec.) mark the Eastern edge of the 
dredged area for unloading berth approaches. 

Anchors: The “offshore” anchor should be cleared and lowered to the 
waterline, ready for letting go, before approaching the berth. Anchor 
buoys are not to be used. 

Gangways: Vessels shall provide an efficient gangway, which shall be 
adequately lighted during the hours of darkness and be of sufficient 
length to provide safe access when the vessel is light. 

Gangways shall not obstruct the ship unloader or ship loader railways, 

or obstruct the movement of these appliances. 
Main Deck Access: The area between the ship's hatches and the 
dockside rail shall be prohibited for personnel access during the ship 
loading/unloading operations. All personnel shall be informed 
accordingly and suitable barriers installed and “No Entry” notices clearly 
posted. 

Under no circumstances shall ship's crew ascend the shore loader/ 
unloader or pass under the conveyor belts. 

Iilumination: Proper illumination shall be provided on the vessel's 
working decks, hatches, holds, and other working areas during the hours 
of darkness. 

Swimming and Fishing: Swimming and Fishing or any other recreational 
activities from or on the jetty are strictly prohibited. 

Fire Wires: Vessels berthed at the GIIC jetty must have the eye of the 
wire hanging over the offshore bow and quarter to enable tugs to connect 
up readily in an emergency. The wire shall be suitable for the intended 
purpose and shall have sufficient scope on deck for free running. These 
wires must be tended to keep the eyes at sea level. 

Shore Leave: Shore Leave may be taken by bona fide crew members 
in accordance with the Regulations prescribed by the Government of 
Bahrain, and in accordance with the Agents’ Notice to Masters. 

All persons landing from vessels at GIIC's berths must hand in either 
their valid passport or Seaman’s Continuous Discharge Certificate to 
the Immigration Officer and be cleared by the Customs Officer who are 
located at GIIC main entrance. 

All persons landing from and rejoining vessels lying at GIIC jetty must 
use transport provided by the Agent between the Jetty and the Security 
Gate. 

Access to the plant area shall be strictly prohibited. 

Fire Points: The jetty is provided with fire fighting water and six hydrant 
points located along the berth. 

Mooring Charges: BAPCO will make a charge for the use of Pilot, tugs’ 
towboats and services rendered during berthing and unberthing 
operations. 


Communications: Vessels should provide their Agent through Bahrain 
Radio with: 

1. ETA at least 72 hours in advance. 

2. Last 3 ports of call. 

3. Arrival drafts fore and aft and berthing displacement. 

4. State of readiness to berth/load/unload. 

This information should be updated should any major alterations to 
the original be made. 

They should also radio “Porthealth Bn” with present health conditions. 

When within VHF range communication should be established with: 

(a) Bahrain Port Control (Call on Channel 74), to whom vessels 

should pass their intended eee route and timings from 
Bahrain Light Vessel to No. 27 Buoy and obtain passage 
clearance. 

(b) BAPCO Terminal to obtain the latest berthing schedule from Sitra 

Pilots. 

Whilst alongside vessels will be provided with a telephone to 

communicate with the plant operators. In an emergency, vessels may 
utilise VHF Channel 68 to communicate with GIIC Terminal. 
GIIC Whart: Description: Situated to the North of Sitra Anchorage, and 
on the South side of the pelletising plant, is a 300 m. finger jetty 
constructed on concrete piles with a 35 m. wide concrete deck connected 
to the island by a 145 m. trestle. There are 2 mooring dolphins, one 
situated 75 m. to the South of the jetty, on the jetty centreline, and the 
other 79 m. to the North of the discharge berth. The jetty consisting of 
2 berths, the discharge berth for iron ore on the Easter side, and a 
loading berth for pellets on the Western side. 2 shore grab cranes, each 
with capacity 1,500 t.p.h. are available. 


Parameters: 
Unloading Loading 

Length 300 m. 300 m. 
Depth of water alongside at CD 13.4 m. 13.4 m. 
Max. deadweight in tonnes 100,000 60,000 
Max. displacement in tonnes 130,000 85,000 
Max. freeboard to top of hatch 18.4 m. 16.5 m. 
Max. outreach of appliances 29.5 m. 19.6 m 
Max. length of ship 290 m. 240 m 
Max. permissible draft of vessel for 

manoeuvring at all states of the tide 12.8 m. 12.8 m 


BALLAST: The discharge of dirty ballast within the territorial waters of 
Bahrain is strictly prohibited. As a further measure to avoid pollution by 
oil of the Marine environment, Masters of tankers are requested not to 
pump any oil overboard within the Gulf area. 

Vessels should arrive with all ballast clean. 

In special circumstances limited quantities up to 200 tons slops may 
be accepted at a certain charge per barrel. The use of these facilities 
is entirely at vessel's risk. 

In the event of a vessel spilling oil in Sitra Harbour the Company will, 
at its discretion, clean up the oil and recover costs by charging the 
vessel. 

MEDICAL: Advance notice to Agents preferable. Good hospital and 
medical facilities. 

Emergency hospital cases will be treated as such, and will be handled 
by the vessel's Agent or by Company facilities, whichever is first 
available. Under normal conditions, the vessel's Agent should handle 
all personnel from vessels other than “Company” vessels. 
RESIDUES: Limited slop tank facilities for oily residues at all berths. 
Shipmaster’s Report: May 1992. 

BAPCO can receive up to 5,000 barrels of slops, provided their tanks 
are empty. Cost is U.S.$0.20 per barrel. 

LOADING/DISCHARGING: Readiness: The following will apply in 
regard to Notice of Readiness. 

Notice of Readiness to load is a warranty on the part of the Master 
that the vessel is in all respects ready to load and that the tanks, pipes, 
robes and accessories of the vessel are fit to receive the cargo to be 
loaded. 

The Master or his representative is required to hand to the Company, 
a written Notice of Readiness to load. Receipt of such Notice of 
Readiness by the Company does not necessarily imply acceptance. 

The Company will make every effort to accept Notice of Readiness 
when tendered on arrival, provided vessel is in all respects ready to 
load. The Company will endeavour to load vessels upon arrival and/or 
as promptly as a berth is available. 

Arrival, where used above, means when the vessel passes Sitra 

Beacon when proceeding straight to the berth or passing North Range 
Beacon on departure from Mina Sulman, or the time of anchoring in the 
area South of No. 27 Buoy providing that the presence of the vessel is 
made known to BAPCO Terminal on VHF or BAPCOSHIP (Tel: 755662) 
via Bahrain Radio, at the time of anchoring. 
Responsibility: Loading will not start until the vessel’s Loading Officer 
reports the vessel is ready to receive cargo and the Company's Loading 
Master is satisfied with the preparations for loading. Any inspection made 
by the Company's Loading Master in this regard is performed without 
the Company assuming any liability. 

All operations on board the vessel in connection with loading and 
discharging are the responsibility of the vessel. 

A Company Loading Master will be available throughout the loading 
to offer advice to the Master on loading procedures and loading hazards. 

Warning is given of the danger of closing a valve against an incoming 

oil stream. This procedure will create excessive pressures which may 
result in damage to the loading hoses, vessel's pipe-lines or Terminal 
facilities. Vessels will be held liable for damages resulting from failure 
to observe this precaution. 
Hose Handling: Without assuming any liability on behalf of BAPCO, 
BAPCO employees will assist in connecting and disconnecting hoses 
to vessels. A ship's officer must be present, and the ship's deck officer 
on duty must approve the hose connection on board. 

All unused cargo, bunker and ballast lines must be effectively and 
positively isolated during loading. 
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BAPCO has air operated hose handling rigs on Berths No. 1, 2, 3, 5 
and 6. 

BANAGAS has separate liquid and vapour return Chicksan arms for 
RLPG on Berths No. 1 and 2. 

GPIC has combined Chicksan arms for ammonia liquid and vapour 
return, and separate Chicksan arms for methanol, on Berths No. 1 and 2. 

The vessel's hose rigging derricks should be in a constant state of 
readiness to give additional assistance as necessary. BAPCO 
employees will not operate ship's derricks or winches. 

For convenience, vessels should have fittings conforming to the 

templates or provide adaptors. This is not mandatory, but expedites hose 
rigging and guarantees a good connection. 
Cargo Inspection Service: The service of the Bahrain Government, 
Ministry of Development and Industry, Oil Inspection and Gauging 
Inspectors are available for the inspection and certification of the 
condition of a vessel's tanks, pipes, pumps and appurtenances. the 
Agent will, upon request, arrange for the services. 

This — Inspection Unit also carries out quantity and quality checks 
as required. 

BAPCO will not issue any certificate purporting to state that vessel's 
tanks, pipes, pumps and appurtenances are clean or acceptable for 
receiving cargo. In the event a BAPCO Representative either alone or 
accompanied by the Bahrain Government Petroleum Inspector, inspects 
the vessel, BAPCO will make no representation nor assume any 
responsibility in connection with the condition of vessel's tanks, pipes, 
pumps and appurtenances, nor will BAPCO assume any liability for 
contamination of cargo aboard ship caused by same. 

Loading Rates: This table prescribes the approximate maximum loading 
rates of products available at the wharves: 


Up to Sea Hoses 
Product bbis.p.h. Lines No. x Size (in.) 
Motor gasoline 12,000 3 2x8 
Naphtha 10,000 2 2x8 
Jet fuel (JP4 and JP5) 10,000 2 2x8 
Kerosene 8,000 2 2x8 
White diesel 12,000 3 2x8, 1x12 
Black diesel 2,000 1 1x8 
Fuel 30,000 3 2x12, 1x8 
Press. LPG 400 1 1x3 
RLPG (Loading) 10,000 12 in. Chicksan 
RLPG (Vapour 10,000 8 in. Chicksan 


Loading rates of kerosenes and jet fuels are restricted due to static 
electricity hazards. These rates, dependent upon individual tank pipe- 
line diameter and ship's current loading pattern, will be made available 
by the BAPCO Loading Master. 

A maximum pressure of 135 p.s.i. is allowed on the loading hoses. 

Discharging Rates: The discharge rates will be governed by the 
vessel's pumps, which must be limited to 135 p.s.i. at the manifold. 
DENSITY: Average 1030. 

FRESH WATER: Only in cases of extreme emergency will vessels be 
berthed at BAPCO Oil Wharves for water alone, and this at an additional 
docking charge to the berthing/unberthing. 

There is no water available on the BAPCO, ALBA or GIIC Wharves 
except by barge. 

Water is made available from lighters in the Sitra Anchorage. 
Requirements should be requested well in advance through the vessels’ 
Agents. 

FUEL: Facilities: Bunkers can be supplied at all oil berths and can be 
loaded simultaneously with bulk cargoes. 

Bunker quantities are measured by “Brodie” positive displacement 
meters. 

Chief Engineers are requested to avail themselves of the opportunity 
of checking the opening and closing counter readings on the meters 
supplying bunkers to the vessel. 


Product Bunkering Rates are approximately 
Bbis./hr. Tons/hr. 

Fuel oil 2,500 360 

Marine diesel 1,500 200 


Bunker Barge Service: BAPCO operates a bunker barge service 
principally to supply diesel and gas oil to vessels at Mina Sulman. This 
service is also available to vessels in the Sitra Marine Areas, but delays 
may occur due to adverse weather conditions. This service only operates 
to the West of Sitra Beacon except under special circumstances when 
vessels may be bunkered in the Explosives Anchorage. 

This service is maintained by the barges “BAPCO 1”, “BAPCO 2” 
and “BAPCO 3”, and applications for use should be via the vessel's 
Agent and it is desirable to give as much notice as possible. The 
minimum notice for diesel and gas oil deliveries is 48 hours, weekends 
excluded. 

“BAPCO 1”: This self-propelled barge has the following capabilities 
of loading/discharging: 


Maximum Capacity Gas Oil 
Diesel/gas oil bbis. 7,700 
tonnes 1,000 
Discharge bbis.p.h 100 — 1,500 


Rates t.p.h. 
“BAPCO 2” and “BAPCO 3”: These dumb barges have the following 
capabilities each: 


Diesel 
Gas Oil 
Capacity bbis.p.h. 1,300 
tonnes 170 
Discharge bbis.p.h. 50 — 760 
Rates t.p.h 5 — 100 


.p.h. 
Lubricating Oils and Greases: A full range of Caltex lubricants and 
greases are available at Bahrain. 

In order that lubricating oils may be promptly delivered, Masters of 
vessels or their Agent's are requested to telex their requirements at least 
48 hours prior to their arrival to “Caltex Bn”, Telex: 7039. 

Empty lubricant containers are not accepted at Bahrain. 
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GANGWAY/DECK WATCHMEN: An officer must be on deck during all 
loading or discharging operations. A deck watch must be maintained for 
moorings and hose connections. 
TOBACCO ALLOWANCE: No restriction. 
WINE AND/OR SPIRIT ALLOWANCE: Ship's requirements. Bond 
sealed but can be re-opened upon application. Liquor trafficking between 
vessels alongside wharves or between vessels and shore strictly 
prohibited. 
CONSULS: Embassies are established in Manama, Bahrain. 
SURVEYORS: The American Bureau of Shipping, Norske Veritas, 
Hellenic Register and Lloyd's Register of Shipping have surveyors 
stationed in Manama, Bahrain. 
REPAIRS: Local marine repair companies can undertake most repairs 
of ona nature. 

Iso see “Mina Sulman”’. 
REPATRIATION: Facilities for crew change and repatriation by sea or 


air. 

AIRPORT: An international airport served by regular airlines located on 
Muharrag Island, about 15 miles from Sitra. 

TIME: GMT plus 3 hours. No changes during year. 

HOLIDAYS: Holidays do not affect operation of Port, which operates 
24 hours a day, 7 days a week. Thursday and Friday are the official 
days of rest. 

TELEPHONES: No facilities for placing telephones on ships. 

SHORE LEAVE: Shore leave may be taken by bona fide crew members 
in accordance with the Regulations prescribed by the Government of 
Bahrain, and in accordance with the Agents’ Notice to Masters. 

All persons landing from vessels at BAPCO’s berths must use 
transport provided by the Agent between the “T” berths and BAPCO’s 
Security Gate where they must show their shore leave pass, BAPCO 
2564. It is not permitted to walk along the trestle and causeway. All 
persons going ashore must hand in either their valid passport or 
Seaman's Continuous Discharge Certificate to the Immigration Officer 
and be cleared by the Customs Officer, both of whom are located in 
BAPCO's Sitra Shipping Office. 

All persons landing from and rejoining vessels berthed at the Island 
Wharf must use the Agent's launch, landing on the steps on the South 
side of the Sitra Shipping Office. 

IDENTIFICATION CARDS: Discharge Book or Passport to be deposited 
with Immigration when going ashore. 
SEAMAN’S CLUBS: Bahrain Seafarers Society, Mina Sulman, 


Manama. 
CURRENCY: The unit of currency is the Bahrain Dinar, which is divided 
into 1,000 Fils. The value of the Bahrain Dinar is linked to the value of 
the IMF Special Drawing Right. 
NAVIGATION: The Superintendent — Marine Operations will be 
available for advice concerning navigation of channel. 
Navigation Warnings: Attention is drawn to the service provided by the 
Middle East Navigational Aids Service (MENAS) in promulgating 
navigation warnings covering the whole of the Gulf area. 

Mariners are requested to report any hazard/obstructions 
encountered, observed failure of or alterations to navigational aids, etc., 


Middle East Navigational Aids Service, 
Post Box 66, Bahrain, 
or if the information is urgent, radio/cable to 
Megulite, Bahrain or to Telex: 8246 Menas Bn. 
Printed Navigation Notices: 

(a) The notices promulgate all navigational information of a 
permanent or semi-permanent nature. 

(b) Each notice, which is serially numbered, remains in force until 
specifically cancelled by a later notice, when the information in 
the notice is: 

(i) Known to have been promulgated in British Admiralty 
Notice to Mariners. 
(ii) No longer valid. 
(iii) Considered sufficiently promulgated. 

(c) These printed notices are distributed to various Agents, Port and 

Harbour Authorities, where they can be viewed. 
Radio Navigation Warnings: 

(a) The warnings relate to navigational information which may 
immediately effect the safe navigation of ships at sea. 

(b) These warnings are serially numbered, with the prefix “NAV” and 
authenticated by the signature “Megulite”. 

(c) The warnings are broadcast by Bahrain Radio (A9M) on 487 kHz 
on receipt and at 0518, 0918, 1318 and 1718 GMT. For further 
details consult the latest edition of “Admiralty List of Radio 
Signals” Volume V. 

(d) Each radio warning is rebroadcast for a period of from 24 hours 
to one month, depending upon the nature of the information it 
contains. At the end of which period it is either self-cancelling or 

bere eit by a new warning. 
WEATHER: Winas: The direction and strength of winds in this area vary 
and change at very short notice without any prior indication. However, 
the prevailing wind is from the N.W. 

For a more complete description of winds in the Gulf, refer to the 
“Sailing Directions”. 
Weather and Temperature: The local weather during the period Ma 
through September is hot and very humid with temperatures up to 45° 
in the shade. Masters should be aware of the possibilities of crews 
experiencing heat exhaustion or heat stroke. 

Weather during the remaining months is pleasant with temperatures 

ranging between 10°C to 25°C. 

Visibility: The visibility is generally good but at times sand and fine dust 
is held in suspension in the atmosphere and visibility is greatly reduced. 
This haze can provide deceptive visibility. Fog, with or without dust, can 
occur in the mornings. 

GENERAL: 

Anchors: The offshore anchor should be cleared and lowered to the 
waterline, ready for letting 1 90. before approaching the berths. Anchor 
buoys are not to be used whilst moored alongside in Sitra. 
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Rat Guards: Every vessel berthed at Company wharves must fit 
adequate rat guards to all mooring ropes and wires. 

Gangway: Every vessel berthed at the wharves shall provide an efficient 
gangway, which shall be adequately lighted during the hours of darkness 
and be of sufficient length to provide safe access when the vessel has 
discharged ballast. 

Where a safe and efficient gangway to the wharf cannot be installed 
due to whart/ship configuration, an accommodation ladder shall be 
provided on the offshore side. Hose connections, in this instance, must 
be made by the ship’s crew and the loading operations may be 
commenced providing suitable methods of communication are 
established. Delays due to the inability of wharf staff to board the vessel 
shall be for vessel's account. 

Alternative Access/Egress: All vessels shall provide an alternative 
means of access/egress from the vessel for emergency use. This will 
normally take the form of a pilot ladder on the offshore side of the vessel, 
and as such should be constantly tended to 2 ft. above the waterline. 
Fire Wires: All vessels berthed alongside BAPCO Berths must have the 
eye of a wire hanging over the outside bow and quarter, to enable tugs 
to connect up readily in an emergency. The wire shall be suitable for 
the intended purpose and shall have sufficient scope on deck for free 
running. These wires must be tended to keep the eyes at sea level. 
Engines: The main engines and all gear must be in an operable condition 
and in a state of immediate readiness whilst the vessel is alongside the 
wharves. 

Port Police and Company Security: The Bahrain State Police maintains 
launch patrol in the vicinity of the wharves, and ex-officio have access 
to wharf installations in the course of their duty. 

The Company maintains security guards and officers on its wharves 
to enforce the regulations of the Bahrain Government and to safeguard 
its own interests. 

The Company security officers are fully recognised by the Bahrain 
Government and have the full powers of a police officer. 

Masters are required to co-operate with any request made to them 
by a security officer. 

Swimming: Not permitted in the vicinity of the wharves. 

Publications and Charts: The following British Admiralty or U.S. 
Hydrographic publications are recommended for use in Bahrain waters: 
British Admiralty 

No. 3790 — Ras Laffan to Ras Tannura. 

No. 3792 — Approaches to Mina Sulman and Al Manama. 

No. 3796 — Mina Sulman and Approaches. 

No. 3798 — Bahrain Outer Approaches to Mina Sulman. 

The current edition of “The Pilot”. 

U.S. Hydrographic Office 

No. 62411 — Ras Tannura to Ras Laffan. 

No. 62412 — Approaches to Jazirat Al Muharraq. 

No. 62413 — Sitra Anchorage. 

The current edition of “Sailing Directions for the Gulf”. 

Bahrain Survey Directorate 
No. 1501 — Approaches to Mina Sulman. 
Launch Services: The Company does not provide launches for general 
use. Transportation of ship's personnel between vessel, the mainland 
of Bahrain and the wharves is provided by the vessel's Agents. 
Tank Cleaning and/or Gas Freeing: Tank cleaning and/or gas freeing 
are not permitted alongside the wharves. 
Fishing: Fishing is not permitted from the wharves or from vessels 
alongside as nylon lines constitute a safety hazard to personnel travelling 
on the launches and foul launch propellers. 
poate Deck and Engine Room spares are not normally available in 
ahrain. 
Provisions: Supplies of provisions are available in Bahrain. All requests 
should be routed through the vessel's Agent prior to the vessel's arrival. 
Laundry: Local laundry services are available. 
SAFETY: The Company is primarily concerned with Safety, and Masters 
of vessels are requested to provide the maximum co-operation. Detailed 
regulations concerning safety are contained in the Sixth Schedule of the 
Bahrain Port Ordinance 1965 and certain of these regulations are 
summarised below for convenience: 
Smoking: Smart strictly prohibited within 280 m. (900 ft.) of the 
wharves, and on board vessels alongside except in those enclosed 
spaces aboard ship specifically designated by the Master as “Smoking 
Areas”. Failure to comply with this regulation can involve cessation of 
loading operations and unberthing pending complete investigation, and 
receipt cf written assurance from the Master that effective controls have 
been established. 

The Master shall be responsible for ensuring that the crew of the 
vessel is informed of the safe places so approved and that they comply 
with the Regulations. 

The Company reserves the right in unusual circumstances to prohibit 
smoking at any time in any place on or adjacent to the Company's 
wharves during loading operations. 

Fire Wires: Whilst alongside, vessels must have the eye of a wire 
hanging over the offside bow and quarter to enable tugs to connect up 
readily in an emergency. 

Funnel Sparks: Whilst alongside, vessels must not blow boiler tubes, 
and every precaution must be taken to prevent sparks escaping from 
the funnel. 

Vessels’ Engines Alongside Wharves: The main engines and all gear 
must be in an operable condition and in a state of immediate readiness 
while vessels are alongside the wharves. 

Trim of Vessels Alongside Wharves: During loading or discharging 
operations the loading officer must ensure that at no time does the vessel 
assume a trim which will, in case of emergency, preciude the unberthing 
of the vessel under her own power. 

Scupper Plugs: All scuppers must be plugged and cemented prior to 
mooring alongside wharves. 

Ullage Screens: During loading or discharge of highly volatile cargoes, 
all ullage pipes and sighting ports, when necessary to be left open, are 
to be protected by a fine mesh copper screen or gauze plug. 


Fire Hoses: Whilst a vessel is within BAPCO's Terminal Area, her fire 
hoses shall be connected and kept ready for instant use. 

Craft Alongside Vessels at Wharves: Once a vessel is berthed, no craft 
are allowed alongside. This applies to any local craft, agents’ launches, 
etc. 

Suspension of Loading: In the event that Safety Regulations are violated 
Sitra Pilots and Loading Masters are authorised to shut down loading 
operations. 

Vessels Carrying Bulk Sulphur: Owing to the hazardous nature of this 
cargo, vessels having bulk sulphur on board are not allowed alongside 
the oil wharves and will be bunkered by barge as available. 

Gas Venting: During loading, tanks must only be vented through the 
vessel's permanent venting system. 

Tank lids must be closed prior to berthing and must be kept tightly 
closed throughout the period of loading. This includes permanent ballast 
tanks. During loading/discharge all openings must be protected by a fine 
mesh copper screen or gauze plug. 

Radio Silence at Wharves: Vessels’ radio and radar equipment, 
including the main VHF installation, must not be operated whilst 
alongside Company wharves. 

Permission may be granted for the use of certificated intrinsically safe 
hand-held radios for the use of cargo operations only. 

PORT REGULATIONS: The Superintendent — Marine Operations 
should be contacted for any queries not covered by lists of regulations 
provided on arrival. 


SHIPMASTER’S REPORT: December 1979 (Updated 1994). 
Anchorage: East of No. 27 Buoy, good ee’ ground with thick mud. 
Inner Anchorage thick mud and VLCC’s not dragging with 6 shackles 
out, in force 7 winds. 

Fuel: Diesel/Gas oil available from barge which holds about 1,000 L’t 
(BAPCOSHIP). Barge will not come alongside after 1800 hrs. or in rough 
weather but will stay alongside pumping after 1800 hrs. if already there. 
Will only bunker in inner anchorage. 


AUTHORITY: The Bahrain Petroleum Company B.S.C. (closed), 
Bahrain Refinery, Bahrain. Tel: 755661. Telex: 8218 Bapshp Bn. 
Cables: Bapco Bahrain. FAX: 755890. Contact: Superintendent — Marine 
Operations. 

The Harbour Master, Bahrain. 


AGENT: See “Mina Sulman”. 


NOTES 
Please also advise Shipping Guides Ltd. 


BAHRAIN 
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Baltic Deep-Sea Pilotage 


THE BALTIC PILOTAGE AUTHORITIES COMMISSION 
(BPAC): (See Plan) 


A non governmental organisation of pilotage authorities of the countries 
adjacent to the Baltic Sea, i.e. 

Denmark 

Estonia 

Finland 

Germany 

Latvia 

Lithuania 

Poland 

Russia 

Sweden 
Informs about: 

Recommendations 

Rules 

Requesting Deep Sea Pilots for the Baltic 


Recommendation on the use of adequately qualified deep-sea 
pilots in the Baltic: (Resolution A. 480 (XII) Nov. 1981. 

The IMO recommends that ships which wish to avail themselves of 
deep-sea pilots in the area of the Baltic should only take deep-sea pilots 
licenced by a mega. authority of a Baltic coastal state, i.e. Denmark, 
Estonia, Finland, Germany, Latvia, Lithuania, Poland, Russia and 
Sweden (IMO-Resolution A.480 (XIl)). 

Such licensed deep-sea pilots are in possession of a red identity card. 


Port-of-Departure Rule: (1st January, 1983). 

The pilotage authorities of the Baltic coastal States draw special 
attention to the following rule which came into force on 1st January, 
1983: 

Deep-sea pilotage in the Baltic Sea area shall be performed by deep- 
sea pilots from the respective ports of departure of the Baltic coastal 
States only, including the Kiel-Holtenau Locks, the Sound and the Belts. 
A deep-sea pilot shall disembark from a ship at the first port of call and 
shall return home as soon as possible. 

If the ship wants further advice of a deep-sea pilot it is the responsibility 
of the local pilotage authority of that port to supply a deep-sea piloi. 


Duty Hours: A deep-sea pilot should not normally be engaged on the 
bridge for more than 12 hours in 24 hours. Deep-sea pilots should take 
adequate rest periods between spells of pilotage and should reach 
agreement with the Master of the ship in advance regarding adequate 
rest periods to be taken during the passage. The appropriate pilotage 
authorities shall check that this is done to their satisfaction. 


The Baltic Pilotage Authority Commission: (4th June 1985). 
Recognising that deep-sea pilotage helps to enhance safety of 
navigation and prevention of pollution of the marine environment, in 
particular to reduce the risks resulting from the high density of ships 
carrying dangerous or noxious cargoes and that the presence of a deep- 
sea pilot on board would strengthen a vessel's navigational team and 
improve emergency measures in case of incidents and having 
considered the necessity of establishing a certain order in the Baltic 
Sea, recommends. 
A. Masters of ships which are constrained by the draft and 
B. Masters of ships other than registered in one of the Baltic States, 
infrequently sailing in the respective area coming from or being 
bound for ports in the Baltic Sea. 
C. Masters of oil tankers in loaded condition and all loaded chemical 
tankers and gas carriers, irrespective of size 
to avail themselves of deep-sea pilots, certified by a competent authority 
of a Baltic coastal State. 


IMO Recommendations: (Baltic Sea). 

Recommendation on navigation through the entrances to the Baltic, 
(Resolution A.620 (15), Nov.1987). 

The Assembly, 

Recalling Article 15(j) of the Convention on the International Maritime 
Organisation concerning the functions of the Assembly in relation to 
regulations and guidelines concerning maritime safety and the 
prevention and control of maritime pollution from ships. 

Being aware of the close relationship between safety of navigation 
and the prevention of pollution from ships. 

Noting that, owing to the risk of grounding or collision and the strong 
sea current, the navigation of large ships through the entrances to the 
Baltic Sea constitutes a potential danger of pollution of the entrances 
and of the entire Baltic Sea area. 

Noting also that ships carrying radioactive material constitute a 
potential danger of pollution of the entrances to the Baltic Sea and a 
potential hazard to international shipping. 

Noting further that, at several places, the entrances to the Baltic Sea 
are difficult to navigate, 

Taking note of 
(a) Resolution 5: On International pollution of the sea and accidental 

Seas adopted by the International Conference on Marine Pollution, 
1973. 


(b) Resolution A. 159 (ES. IV): — Recommendation on pilotage. 

(c) Resolution A. 156 (ES. IV): — Recommendation on the carriage of 
electronic position-fixing equipment. 

(d) Resolution A. 339 (IX): — Recommendation on navigation through 
the entrances to the Baltic Sea. 

(e) The established routeing system (Route T) through the entrances to 
the Baltic Sea. 

Having considered the recommendation made by the Maritime Safety 
Committee at its fifty-third session. 
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1. Recommends 
(a) That ships over 40,000 tonnes deadweight, when passing through 
the entrances to the Baltic Sea, in view of the fact that 17 metres is the 
maximum obtainable depth without dredging in the area N.E. of Gedser 
and that the charted depths, even under normal conditions, may be 
decreased by as much as 2 metres due to unknown and moving 
obstructions, should: 
(i) not pass the area unless they have a draft with which it is safe to 
bok aged through the area, taking into account the possibility of 
depths being as much as 2 metres less than charted as mentioned 
above, and additionally taking into account the possible changes in 
the indicated depth of water caused by meterological or other effects; 
(ii) participate in the ship reporting systems (SHIPPOS) operated by 
the Government of Denmark; and 
(iii) exhibit the signal prescribed in Rule 28 of the International 
he papa for Preventing Collisions at Sea, 1972, in certain areas 
in the Store-Baelt (Hatter Rev, Vengeancegrund and in the narrow 
route East of Langeland) when constrained by their draft; 


(b) That ships with a draft of 13 metres or more should furthermore: 
(i) be equipped with a VHF radiotelephone installation capable of 
operating on appropriate frequencies; 

(ii) have on board suitable electronic position-fixing equipment to 
make use of hyperbolic systems providing sufficient position-fixing 
accuracy for navigating in these areas; 

(iii) use for the passage the pilotage services locally established by 
the coastal States; and 

(iv) be aware that anchoring may be necessary owing to the weather 
and sea conditions in relation to the size and draft of the ship and 
to the sea level and, in this respect, take special account of the 
stl ddeesaiah available from the pilot and from radio navigation services 
in the area; 


(c) That, irrespective of size or draft, ships carrying a shipment of Class 
7 radioactive materials, as specified in paragraph 9.5.2. of the 
introduction to Class 7 of the International Maritime Dangerous Goods 
Code (IMDG Code), should: 
(i) participate in the ship reporting system (SHIPPOS) operated by 
the Government of Denmark; 
(ii) be equipped with a VHF radiotelephone installation capable of 
operating on appropriate frequencies; and 
(iii) use for the passage the pilotage services locally established by 
the coastal states. 


Recommendation on the use of pilotage services in the Sound: 
(Resolution A.579 (14) 20 Nov. 1985). 


The assembly, 

Recalling Article 16(i) on the Convention on the Inter-Governmental 
Maritime Organisation concerning the functions of the Assembly in 
relation to regulations and guidelines concerning maritime safety and 
the prevention and control of marine pollution from ships. 

Being aware of the close relationship between the safety of navigation 
and the prevention of pollution from ships, 

Being also aware of the urgent need to protect the Baltic Sea area, 
which is listed as a special area in Annex | to the international Convention 
for the Prevention of Pollution from Ships, 1973, as modified by the 
Protocol of 1978 relating thereto. 

Noting that navigation of loaded gas carriers and loaded chemical 
tankers of 1,600 gross tonnage and above carrying noxious liquid 
substances of category A or B, as defined in Annex II to the international 
Convention for the Prevention of Pollution from Ships, 1973, as modified 
by the Protocol of 1978 relating thereto, and navigation of ships carrying 
a shipment of Class 7 radioactive materials as specified in 
paragraph 9.5.2 of the introduction to Class 7 of the International 
Maritime Dangerous Goods Code (IMDG Code), constitutes a potential 
danger of pollution of the entrances to the Baltic Sea and a potential 
hazard to international shipping. 


Bearing in mind: 

(a) Resolution 5 on Intentional Pollution of the Sea and Accidental 
Spillages, adopted by the International Conference on Marine Pollution, 
1973, 

(b) Resolution A. 159 (ES. IV) on pilotage, 

(c) MSC/Circ. 158 of 5 April 1974 on control of movements of chemical 
tankers and gas carriers, 

(d) Resolution A. 620 (15) on Navigation through the Entrances to the 
Baltic Sea, 


1. Recommends that oil tankers with a draft of 7.0 m. or more, and 
all loaded chemical tankers and gas carriers, irrespective of size, and 
ships carrying a shipment of Class 7 radioactive materials as specified 
in paragraph 8.4.2 of the introduction to Class 7 of the International 
Maritime Dangerous Goods Code (IMDG Code), when navigating the 
Sound between a line connecting Svinbadan Lighthouse and Hornbaek 
Harbour and a line connecting Skanor Harbour and Allandshage (the 
Southernmost point of Amager Island), use the pilotage services 
established by the Governments of Denmark and Sweden. 

2. Revokes Resolution A.427 (XI). 


Denmark 

The competent pilotage authority: 
Farvandsvaesenet 
Division Lodsning/Kystredning 
Overgadan o. Vandet 62 B 


Postbox 1919 
DK-1023 Kobenhavn K 
Telex: 114430 
Telefax: +45 31 57 43 41 
Phone: +45 31 57 40 50 


Please note: Danish Deep-sea Pilots require 12 hours notice. 


(1) When coming from the North Sea and intending to pass the Skaw- 


Vinga Line: 
Call: SKAWPILOT at Skagen 
Cable: SKAWPILOT SKAGEN 
Telex: 67550 PILOT DK 
Phone: +45 98 44 55 66 


(2) When coming from the Western Baltic or a Danish port: 
Call: BELTPILOT at Spodsbjerg 
(GREAT BELT) 


Cable: BELTPILOT, RUDKOEBING, 
Denmark 

Telex: 50391 LODSEN DK 

Phone: +45 62 50 15 35 


(3), (4) and (5) ee 
When coming from the Baltic or entering the Baltic via the Sound. 


Call: SOUNDPILOT at Copenhagen or 
Bornholm Pilot 
Cable: SOUNDPILOT DENMARK 
Telex: 27515 SUNDET DK 
Phone: +45 31 38 67 00 
(6) When passing the Belt from North: 
Call: GRENAA PILOT 
Cable: GRENAA PILOT 
Telex: 63 456 
Phone: +45 86 32 05 50 
(7) When passing the Belt from South: 
Call: GEDSER PILOT 
Cable: GEDSPILOT 
Telex: 16 600 
Phone: +45 54 85 19 31 


Pilot Boarding positions: 
(1) Off Skagen: 

(2) Off Spodsbjerg: 

(3) Off Helsingor: 

(4) Off Drogden Lth.: 
(5) Off Bornholm: 

(6) Off Grenaa: 

(7) Off Gedser: 


57° 47' N., 10° 44’ E. Route T 
54" 62"N., 107 63 Ey 

(North Entrance to the Sound) 
(South Entrance to the Sound) 
55° 20' N., 14° 47" E: Route T 
56° 24’ N., 11° 05’ E. 

54° 35’ N., 12° 16’ E. 


Estonla 

The competent pilotage authority: 
Estonian National Maritime Board 
13 Tartu Street 
EE 0001 TALLINN 


Telex: 173027 EVA EE 
Telefax: 372-6-312303 
Phone: 372-2-423843 


Deep-sea pilotage should be ordered 24 hours in advance. 


Finland 

The competent pilotage authority: 
Board of Navigation 
Traffic Division 


PoB 158 

SF-00141 Helsinki 14, 
Telex: 121471 
Telefax: +358 (9) 0 1808431 or 1808475 
Phone: +358 (9) 0 18081 


A Deep-sea Pilot may be ordered via the vessel's agents or via all 
coastal pilot stations. Deep-sea Pilot should be ordered 24 hours in 
advance. 

Deep-sea pilotage is performed by duly licensed government pilots 
during their off-duty time but under supervision. 

When ordering a deep-sea pilot, the usual information of the port of 


destination, ship's size, speed, specific behaviour or unusual 
characteristics should be given in advance by the agent. 

Telephones: 

Ajos +358 (9) 698 82302 = Turku +358 (9) 21 303453 
Marjaniemi +358(9)810 0568 Uto +358 (9) 26 47148 
Raahe +358 (9) 82 37567 Mariehamn +358(9)28 19074 
Tankar +358 (9) 68 26160 Hanko +358 (9) 11 82246 
Masskar +358 (9) 677 294092 Porkkala +358 (9) 0 2984112 
Vaasa +358 (9) 613 527725 Helsinki +358 (9)0 668122 
Kaskinen +358 (9) 622 227296 Emasalo +358 (9) 155 42710 
Mantyluoto +358 (9) 39343126 Orrengrund +358 (9) 156 17332 
Rauma +358 (9) 38 224620 + Kotka +358 (9) 52 186782 
lsokari +358 (9) 22 23939 Hamina +358 (9) 52 53335 
Germany 


The competent pilotage authority: 
Wasser und Schiffahrtsdirektion 


Nord 

Hindenburgufer 247 

D-2300 Kiel 1 
Telex: 431780 WSDN 
Telefax: +49 (0) 431/3394-384 
Phone: +49 (0) 431/3394-0 


Deep-sea Pilots can be ordered at: 


KIEL: * 

Lotsenbruderschaft NOK II 
Kiel/Lubeck/Flensburg 
Schleuseninsel 6 
D-2300 Kiel 17 

VHF: Channel 14 

Telex: 299857 bwki d 

Telefax: +49 (0) 431/361049 

Phone: +49 (0) 431/362858 


BALTIC DEEP-SEA PILOTAGE 


LUBECK: * 
Phone: 


+49 (0) 4502/71117 


* Kiel and Lubeck — No notice required. 


FLENSBURG: 


Orders should be given 4 hours in advance via Kiel. 


ROSTOCK: ** 


VHF: 
Telefax: 
Phone: 
WISMAR: ** 
VHF: 
Telefax: 
Phone: 
STRALSUND: ** 
VHF: 
Telefax: 
“*Orders should be given 


12 hours 


Lotsenbruderschaft 
Wismar/Rostock/Stralsund 

An der See 14 

18119 Warnemunde 

Channel 12 “Warnemunde Pilot” 
+49 (0) 381/723193 

+49 (0) 381/728193 


Channel 12 “Timmendorf Pilot” 
+49 (0) 3841/50205 
+49 (0) 3841/50205 


Channel 12 “Stralsund Pilot” 
+49 (0) 3831/297032 


in advance. In_ special 


circumstances, an order up to 2 hours before departure will be accepted. 


Latvia 
The competent pilotage authority: 


Telex: 
Telefax: 
Phone: 


Department of Maritime 
Administration 

63 Kr. Valdemara iela 
LAT-226492 Riga 

161132 West SU 

+7 0132 334892 

+7 0132 331406, 333919 


Deep-sea pilotage should be ordered in the ports of Riga, Ventspils, 


Liepaja and 


alacgriva at 12 hours notice, and be confirmed 4 hours in 


advance to the following pilotage authorities: 


RIGA: 
Telex: 
Telefax: 
Phone: 


VENTSPILS: 
Telex: 
Telefax: 
Phone: 

LIEPAJA: 
Telex: 
Telefax: 
Phone: 

SALACGRIVA: 
Phone: 


Lithuania 
The competent pilotage autority: 


161117 Buhta SU 

+7 0132 321574 

+7 0132 329359, 329613, 
329354, 349262 


161867 VCP SU 
+7 01336 26905 
+7 01336 68959, 68396 


161132 West SU 160 
+7 01334 22321 
+7 01334 26127, 29133 


+7 01340 41576, 41368, 41356 


Ministry of Transport 

National Maritime Department 
Gedimino Avenue 17 
LIT-232679 Vilnius 


Deep-sea pilotage should be ordered 24 hours in advance via: 


KLAIPEDA: 


Telex: 
Telefax: 
Phone: 

Mobile phone: 


Phone: 


Poland 
The competent pilotage authority: 


Telex: 
Telefax: 
Phone: 


Deep-sea Pilots can be ordered at: 
SZCZECIN: 


VHF: 
Telex: 
Telefax: 
Phone: 


SWINOUJSCIE: 
Telex: 


Telefax: 
Phone: 


Harbour Master's Office: 
278348 ODE 

370+61 19047 

370+61 19047, 99509, 12511 
370+22+29606 

Pilot Station 

Zauerveino 18 

99263, 99443 


Ministry of Transport & Maritime 
Economy 

Department of Maritime and 
Inland Waters Administration 
Chalubinskiego Str. 4/6 
P-00-928 Warszawa 

816651 

+48 (2) 6288515 

+48 (22) 219437 


Harbour Master's Office 
Baltic Pilot Station 
Channel 12 

425425 

+48 (91) 343984 

+48 (91) 533944, 226557 


Harbour Master's Office 
42-5476 

+48 (936) 3662 

+48 (936) 4394, 4903 
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GDYNIA: 
Baltic Pilot Station 
Pulaskiego 8 
P-81-963 Gdynia 
Telex: 54301 
Telefax: +48 (58) 201240 
Phone: +48 (58) 201240 


Please contact your local Agent. An order for a Baltic Pilot should be 
given 24 hours in advance. 
Please note that written form orders are required. 


Russia 

The competent pilotage authority: 
Department for Maritime 
Transport of the Russian 
Federation, Central State Maritime 
Inspectorate 
1/4, Rozhdestyenko 
Moscow 103759 


Telex: 411197 
Telefax: (095) 926-90-38 
Phone: (095) 926-12-05 
ST.PETERSBURG: 
Harbour Master's Office 
Telex: 621101 SV 
Telefax: (812) 186-85-44 
Phone: (812) 251-02-90 
Deep-sea pilots can be ordered at: 
ST.PETERSBURG 
Telex: 621101 
Telefax: (812) 186-50-95 
Phone: (812) 114-95-95 (24 hours) 
VYBORG: 
Telex: 121521 Inf. SV 
Telefax: (81278) 21-400 
Phone: (81278) 93-266 
(81278) 93-244 (24 hours) 
Sweden 
The competent pilotage authority: 
Sjofartsverket 
S-601 78 Norrkoping 
Telex: 643 80 Shipadm S 
Telefax: +46 (0) 11 101949 
Phone: +46 (0) 11 191000 


Deep-sea pilotage should be ordered 24 hours in advance (from the 
Sound 12 hours in advance) via a pilot station or via the Deep-sea Pilot 
order central offices in: 


LULEA: 
Telex: 802 41 Lulots 
Telefax: +46 920 553 06 
Phone: +46 920 553 56 
STOCKHOLM: 
Telex: 128 58 Stolots 
Telefax: +46 8 661 32 07 
Phone: +46 8 666 66 22 
MALMO: 
Telex: 324 35 Mlots 
Cable: Malmoepilot, Malmoe 
Telefax: +46 40 30 18 68 
Phone: +46 40 11 52 69 


(1) When coming from the North Sea or Skagerak, and intending to 
pass Skaw-Vinga Line bound for the Baltic via the Sound (Flintrannan): 


Call: Vinga Pilot 
Cable: Gothenburgpilot, Gothenburg 
Telex: 215 47 
Telefax: +46 31 63 23 36 
Phone: +46 31 12 54 33 

(2) When coming from the Baltic via the Sound (Flintrannan): 
Call: Malmo Pilot 


Pilot boarding position: 
(1) Off Vinga: 
(2) Off Trelleborg: 
South of Drogden: 
GENERAL INFORMATION: 

Maximum draft for passage into the Baltic, under normal weather and 
wind conditions. 

From Skaw: Route T, 15.0 m. (East of Gedser). 
The Sound: 

Drogden Channel 7.50 m. (24 ft. 07 in.). 

Flintrannan 7.00 m. (22 ft. 11 in.). 

Through the Kiel Canal: Maximum: Length 235 m., beam 32.5 m., 

draft 7.00 m. and up to draft 9.50 m. and length 160 m. Air draft 40.0 m. 
Deep-Sea Pilotage in the Gulf of Bothnia: Deep-sea pilotage in the Gulf 
of Bothnia, North of 59° 30’ N., within Swedish territorial waters within 
12 nautical miles from baseline, with some limitations due to the 
boundary of fishing and territorial waters of Finland, has to be carried 
out by a Swedish deep-sea pilot. 
Additional Information: Please consult: British Admiralty Publications 
NP 18, 19, 20, Baltic Pilots; NP 286, Vol. 6, Part 1; British Admiralty List 
of Radio Signals, Volume 6; Port Operations, Pilot Services and Traffic 
Management. 

For the procedure to order deep-sea pilots, see under general remarks 
for each of the countries concerned. 


57° 38’ N., 11° 36’ E. 
55° 17’ N.,13° 09’ E. 
55° 25’ N., 12°41. 


190 


NOTES 
Please also advise Shipping Guides Ltd. 


People’s Republic of Bangladesh 


CHITTAGONG: 22.19 N. 91.48 E. 


DOCUMENTS: Before Vessel's Arrival: 

2 copies Freight Manifest. 

2 sets Bills of Lading. 

3 copies Stowage Plan. 

15 copies Passenger List. 

4 copies Cargo Manifest. 

3 copies Hatch Lists. 

1 copy Exception Lists. 

2 copies Passenger Money Manifest. 

2 copies Special Cargo List. 

2 copies Hazardous Cargo List. 

2 copies Heavy Lift Cargo List. 
With vessel: 

1 set Arrival Papers as per booklet available from Agent. 

2 copies Cargo Manifest. 

Last Port Clearance. 

Passenger Lists, disembarking and transit — 6 copies each. 

Crew List, 8 copies plus 2 for Immigration Police. 

List of Favour Parcels 2 copies. 

Currency declaration of ship's money, officers and crew, together 

with the personal property list. 

Ship's Stores Lists on local Customs forms — 3 copies. 

Cargo Clearance Certificates. 

Derat Exemption Certificate. 

International Load Line Certificate. 

Radio Safety Equipment Certificate. 

Safety Equipment Certificate. 

Record of Safety Equipment Certificate. 

Load Line Certificate. 

Ship's Articles. 

Ship's Register. 

Light Dues Receipt. 

Radio Telegraphy Certificate. 

Safety Construction Certificate. 

Voyage Licence. 

Exemption Certificate of Crew Members. 

|.P.B. Permission of Foreign Nationals. 

Gear Register Book with Annealing Certificate 

Authority Letter of Supernumerary. 

Stores List. 
APPROACHES: Since South Patches Lightvessel is missing, it is 
advisable to make for Elephant Point/Cox’s Bazaar, and then shape 
course to pass West of South Patches. Due allowance must be made 
for the state and rate of tide. In this area, the tide runs in a North-South 
direction. 

Once it is ascertained that the vessel is West of South Patches, course 
can be shaped to pass 8 — 9 miles off Kutubdia Lighthouse. The buoys 
indicating the channel to Chittagong Outer Anchorage are mostly out of 
place or missing and cannot be relied upon. The buoys are unlit and 
without radar reflectors and navigating in their vicinity during hours of 
darkness can be hazardous. 

A current and wave recorder has been placed at position 
Lat. 22° 10’ 39” N., Long. 91° 47’ 37” E., marked with a yellow spherical 
buoy. Flashing characteristics — flash white every 5 seconds. All vessels 
approaching Chittagong Roads, or leaving harbour or at anchorage, are 


advised to navigate with caution keeping a clear distance from the buoy. 


Vessels must reach pilot grounds at mouth of River Karnaphuli 3 hours 
before H.W. of a particular tide. Both tides used for handling vessels. 
PILOTAGE: Pilotage is compulsory. Pilots board and leave vessels 
1.5 miles W.S.W. of No. 1 Sea Buoy. 

Inward ships must present themselves at Fairway Buoy at least 
3 hours before H.W. to enter on a particular tide, both day and night. 

Night navigation possible for outward and inward movements of 
vessels upto 164.60 m. and 137.15 m. LOA respectively. 
ANCHORAGE: The Anchorage is considered safe and the holding 
ground is good. The bed of the river is soft mud and is harmless in case 
of grounding. 

Holding ground off Kutubdia fairly good but strong tides render it 
necessary to pay-out extra length of cable. 

Spring tides at outer anchorage are very strong (6 to 8 knots) and at 
times of freshets the rate may be more. It is advisable to keep engines 
ready at all times during Spring tides, and maintain continuous and 
efficient anchor watches. 

Ship Masters approaching Chittagong Roads are advised not to 
attempt to cross bow of vessels at anchor/underway to avoid drifting on 
them resulting in probable collision in view of the prevailing strong 
current at Outer Anchorage. However, if it is inevitable to cross, Ship 
Masters may do so with caution by giving a wide berth to the vessel at 
anchor/underway considering the minimum velocity of the current being 
6 knots and other marine factors. 

hie at the outer anchorage should maintain a deck watch forward 

and aft. 
RESTRICTIONS: Night sailings both inward and outward are permitted, 
however with restriction on the vessels of up to 164.6 m. length for 
outward and 173.2 m. for inward. Night sailing not permitted for vessels 
with the bridge on the bow, vessels with the bridge aft are allowed but 
only up to 152.4 m. in length. 

Draft: Normally between 7.5 m. and 9.14 m., depending on state of 
Karnaphuli draft restrictions. Published monthly. 

Power Lines: The minimum clearance of Power Transmission Lines 
crossing over the River Karnaphuli from CPA Dock Office Tower — 
21 (approx. Lat. 22° 18.04’ N., Long. 91° 48.47’ E.) on the opposite bank 
of the River Karnaphuli is 52 m. from jetty level and the transmission 
lines are charged at 132 kV. Mariners are advised to navigate with 
caution. 


BANGLADESH 


MAX. SIZE: Anticipated safe drafts are predicted three months in 
advance. The depth of water over the Outer, Inner and Gupta Bars is 
maintained at 4.42 m. at low water throughout the year. The bars are 
situated at distances of half, one and 4.75 miles from the entrance. In 
order to calculate the draft for entering and leaving port, the depth of 
4.42 m. over the bars is added to the height of water in the tide tables 
for day tides. Also see “Tankers”. 
Shipmaster’s Report: 1985. 

Vessel with deep draft must go in on full tide and advice on this should 
be sought from a local source (Agent), and not rely on tables only, as 
local factors may affect the tidal situation considerably. 


HEALTH: All vessels must send the standard quarantine messages by 
radio. Vessels which have touched ports between Port Sudan and 
Durban, on the East Coast of Africa including these two ports, or any 
other yellow fever port or other port on the continent of Africa, or ports 
which are declared from time to time as quarantine areas, are suspected 
vessels on account of yellow fever or jigger, or other infectious disease 
as the case may be and may not have communication with the shore 
till declared by the Port Health Officer, who attends only between sunrise 
and sunset, except in special circumstances. The incubation period for 
yellow fever is 9 days, but vessels arriving later than 9 days are still not 
free from quarantine because there is no incubation period for jigger. 


RADIO: Chittagong Radio Control. MF/RT distress frequency 2182 kHz. 
SSB equipment with 200 mile range also available. 

Arrival Advice: ETA advice should reach Agents 72 hours and 
confirmation cable at least 24 hours before arrival at the Pilot Station. 
While advising ETA Masters should bear in mind that W/T messages 
generally take minimum 12 hours to reach Agents. 

The radio message should contain the following information: 

Name of vessel. 
. ETA Pilot Station. 
g.r.t. 
n.r.t. 
d.w.t. 
Length. 
Date and Hour sailed last Port of Call. 
Quantity and description of cargo to discharge. 
. Next Port of Call. 
. Classification of Vessel and Nature of cargo carried. 
. Name of Master. 
. Max. arrival fresh water draft. 
VHF: Port VHF Service: The Harbour Master can be contacted day and 
night on Channels 16 and 12. Calls may be connected to the public 
telephone system via Channel 27. 
Private VHF Service: 


es 
NA S©8@NOMaONS 


(i) Location: Port Office. 
Call Sign: “Port Radio Control”. 
Position: Lat. 22° 19’ 30” N., Long. 91° 50’ 00” E. 
Watchkeeping: From 0830 — 1700 hrs. continuous. 
Frequency: 156.80 MHz. 
(ii) Location: Port Signal Station. 
Call Sign: ARH 24. 
Position: Lat. 22° 14’ 03” N., Long. 91° 50’ 34” E. 
Watchkeeping: (i) Duration of daylight Flood tide: beginning 
every hour. 
(ii) Duration of night Flood tide only when ship- 
poveres are being performed: every half 
jour. 
Frequency: 156.80 MHz (Channel 16) (short range about 
7 miles from Pilot Station to Anchorage). 
(iii) Location: Pilot Vessel: Capt. Fuhrmann P.V. Rahnuma 
Call Sign: AQEG. 
Watchkeeping: (i) Duration of daylight Flood tide: every half an 
hour. 
(ii) As above. 
Frequency: 156.80 MHz (Channel 16). 
(iv) Location: Patrol Tugs Kandari 7 and Kandari 8. 
(S. T. Khalid — under repair). 
Call Sign: AQEF. 
Watchkeeping: () Duration of daylight Flood tide: every half an 
our. 
(ii) As above. 
Frequency: 156.80 MHz (Channel 16). 
(v) Location: Sea-Tug “Suljuq”. 
Call Sign: AQEP. 
Watchkeeping: Duration of daylight Flood tide and in 
emergencies. 
Frequency: 2182 kHz. 


Remarks: Vessel should shift to some other Channel after contact has 
been made on Channel 16 (International Frequency 156.80 MHz). 

A cable to be sent to Port Health Officer before arrival requesting free 
pratique, stating issuance date of Derat (Exemption) Certificate. 


RADAR: No service available. 
TUGS: Available, under direction of Pilot. 


BERTHING: Chittagong port has 17 jetties (including 2 pontoon jetties) 
provided with shore cranes and railway tracks and with transit sheds. 
Vessels up to 186 m. LOA with day’s draft may be berthed at a concrete 
main jetty. Depth of jetty berths range from 7.01 m. to 9.14 m. and depth 
at moorings ranges from 6.24 m. to 9.19 m. and above. Besides above 
jetties, there are jetties for the following: 

Grain Silo Jetty: Grain silo has storage capacity of 170,000 tonnes, 
equipped with necessary equipment for unloading, storing from ship's 
tackle direct. Vessels up to 186 m. LOA can take berth at the jetty. 
T.S.P. Jetty: Triple Super Phosphate Complex having storage capacity 
of 127,500 tonnes has been constructed adjacent to TSP Jetty and is 
equipped with necessary equipment for unloading/storing rock 
phosphate from ship's tackle direct. Vessels up to 175.25 m. are able 
to berth at TSP Jetty. 
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Cement Clinker Jetty: Cement clinker plant having storage capacity of 
40,800 tonnes is adjacent to Chittagong Cement Clinker Jetty. The jetty 
is equipped with necessary equipment for unloading/storing cement 
clinker direct from ship's tackle. Vessels up to 175.25 _m. are able to 
berth at the Cement Clinker Jetty. 

Further there are 9 river moorings, out of which River Moorings 
Nos. 4, 5 and 6 are equipped with pontoons and shore connections for 
oil in bulk and River Mooring No. 7 for crude oil discharge in bulk. 
River Moorings Nos. 2, 3 and 8 are for dry cargo for overside work. 
River Mooring No. 9 is for repair of vessel/lay-by berth. River Mooring 
No. 10 for LASH vessels. 

Container yard of 14,108.55 sq.m. and back-up yard facilities are 
available for handling container/container cargo vessels. Further there 
is one lighter jetty for vessels up to 70 m. with dry cargo and 5 lighter 
jetties for coastal and inland vessels/tankers. 

CRANES: Variety of cargo handling equipment, maximum lifting 
pony 125 tons. 

STEVEDORES: Available through Agent. Working hours: Monday to 
Thursday and Saturday day shift, 0730 — 1200 and 1330 — 1700 hrs. 
Night shift, including Friday 2000 — 2400 and 0000 — 0400 hrs. Friday, 
day shift, 0700 — 1200 and 1400 — 1700 hrs. 

MEDICAL: Doctors and Hospital facilities available. 

TANKERS: Crude oil tankers up to a draft of 10.36 m. can be handled 
at the Outer Anchorage. 

Clean tankers enter the river and berth at petroleum jetties inside the 
port, restricted to length of 170.73 m. overall, and subject to published 
river draft. 

Tankers up to 60,000 d.w.t. discharge into lighters at Kutubdia 
anchorage where depth is 7 fathoms. 

Also see “Shipmaster’s Report” — May 1986. 

DENSITY: From 1000 to 1004. 

FRESH WATER: Available from quays. Also available at outer 

anchorage. Require 3 — 4 days notice. Capacity of water barge about 

500 tons. Supply daylight hours only. 

FUEL: All grades available at oil berths. Otherwise supplied by barge. 

The Government have occasionally suspended sale of bunkers to 

foreign vessels. 

REPAIRS: Facilities for repairs available. Ships’ engines may not be 

dismantled or immobilised whilst at berths or moorings without the prior 

sanction of the Port Authority. 

DRY DOCK: Construction of a dry dock is in progress. 

HATCHES: Opened by ship's crew. 

CARGO GEAR CERTIFICATES: International Cargo Gear Test 

Certificates not more than 12 months old must be presented to the Dock 

Labour Inspector before a vessel is allowed to use derricks/winches. 

Annealing and testing of gear at Chittagong is an expensive process. 

In certain cases dispensation can be obtained at the discretion of the 

Dock Labour Inspector. 

CUSTOMS ALLOWANCES: 200 cigarettes or 0.5 Ib. of tobacco and 

1 bottle of wine/spirit per week per man or 2 pints of beer per day. 

REPATRIATION: Possible. 

AIRPORT: Patenga Airport about 5 miles from city. 

TIME: GMT plus 6 hours. 

HOLIDAYS: Eid-e-Milad, Shaheed Day, Independence Day, Bengali 

New Year, May Day, Buddhu Purnima, Shabe Barat, Jamatul Wida, 

Eid-ul-Fitr, Durga Puja, Revolution Day, Ejid-ul-Azha, Muharram, 

Victory Day, Christmas. 

POLICE/AMBULANCE/FIRE: Call “Port Control”, Channels 12 and 16, 

call sign “S2YA” or Tel: 505021/505041. 

pagribe LEAVE: Allowed, prior permission from Immigration arranged 
y Agent. 

GENERAL: Berthing Priority: All concerned are reminded that vessels 

loading/carrying cargo/mixed-up cargo or loading/carrying cargo in less 

than 3 holds, or unequally stowed in more than 3 holds, or with in- 

operative ships derrick, will be classed as Grade-Il ships and shall be 

given berth conveniently, and if required, shall be shifted to another 

berth/mooring or outer anchorge convenient to the Port Authority. 

Frequent breakdown in the machinery and engine of a ship, will also 
entail her being classed as Grade-ll ship and the consideration for 
priorities will rest on the Administration. 

This will be strictly followed with effect from January 1st, 1984, and 
no further consideration will be entertained from that date. 
Hydrological and Hydrographical Data: The width of the navigation 
channel (5.49 contour) varies from place to place. Effective width is 
between ei m. to 304.88 m. A minimum channel width of 250 m. is 
maintained. 


Tidal Works: At Patenga 3.35 m. 
At Khal (Channel) No. 10 2.74 m. 
At Sadarghat 2.29 m. 


Max. velocity of current opposite Khal (Channel) No. 10: 
Spring Tides (S.W. Monsoon): 4.5 to 5.5 knots 
Neap Tides (S.W. Monsoon): 2.5 to 3.5 knots 
Spring Tides (Winter Months): up to 3 knots 
Neap Tides (Winter Months): up to 2 knots 
Freshet Ebbs (Winter Months): up to 8 knots 
Meteorological Data: 
Temperature: 32.10°C Max., 13.40°C Min. 
Rainfall: 24.25 Max., 0.10 Min. 
Normal Pressure: 


1018.80 Max. { 0000 GMT. 
1000.90 Min at 0600 hrs. 
1016.20 Max. { 0300 GMT. 
1002.30 Min. 0900 hrs. 
1013.00 Max. { 1200 GMT. 
1000.00 Min 1800 hrs. 


The following cautionary notice has been issued by the Chittagong 
Harbour Master: 

“Shipmasters trading to Chittagong are informed that a hot sultry day/ 
afternoon, followed by “Still” air conditions in the early evening, usually 
result in thunderstorms. The peculiarity of these thunderstorms is that 
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they approach from the North and West in the form of a line squall, and 
are accompanied by intense lightning activity, thunder, rain and cyclonic 
rotation winds which may reach a velocity upwards of 50 knots. 

When percursory signs of such a “North-Wester’ storm exist 
shipmaster's must exercise great caution, have a responsible Officer on 
watch and attend carefully to moorings. Vessels at fixed moorings and 
pontoon jetties must exercise extreme caution when a North-Wester 
storm is blowing.” 

Mooring: Vessels moored alongside the pontoon jetty and vessels 
moored alongside each other must ensure that adequate numbers of 
rat guards are used to prevent movement of rats between ship/shore 
and ship/ship. 

DEVELOPMENTS: Two multi-purpose berths of length 450m. and 
10.0 m. depth with back-up facilities are located downstream of No. 13 
Berth to cater for the increased flow of containers. More cargo handling 
equipment will be procured in phases (16 forklift trucks, 8 tractor-trailer 
units, 27 cranes — including 19 x 6 tons and 1 x 30 ton mobile). Berth 
construction completed early 1991. 

For maintenance or dredging of the navigational channel CPA is going 
to acquire a hopper dredger. Outer and inner bars to be dredged to 
9.1m. and 7.1 m. respectively. 


SHIPMASTER’S REPORT: May 1986. 

The route from Singapore to Chittagong was passing Pu. Perak, South 
Preparis Channel thence West of South Patches thence passing 
Kutubdia Island keeping to the deepest water. When Kutubdia Island 
Light bearing 109.5°x7 miles course altered 014° to make for position: 
Lat. 22° 05.6’ N., Long. 91° 46.2’ E. and from there into the Outer 
Anchorage. In this last area the minimum chartered depth is 8.5 m. 
therefore with the vessel on even keel draft of 10.95 m. (FW) required 
to stage across the shallows on the tide. 

The S.W. monsoon had set in giving Westerly Force 4 winds in the 
Anamdan Sea and S.W. Force 4 — 5 in the Bay of Bengal with a confused 
S.W./N.W. swell. There was a strong Southerly — going current in the 
a = Bengal. The swell decreased considerably after passing South 

atches. 

The vessel anchored to await HW to cross the shallows in position 
Kutubdia Light bearing 046° 15.04 miles. There was another vessel 
anchored nearby on the position previously chosen. Unable to raise 
Chittagong on VHF from this position. After anchoring the wind veered 
N.W. and several squalls passed in the next few hours with gusts up to 
Force 9 — 10. These having passed through Chittagong Anchorage 
earlier. 

The next morning proved fine with light winds and little swell and with 
HW at Chittagong 0840 hrs. (3.4 m.); Kutubdia Is. 0642 hrs. (3.25 m.); 
Normans Point 0717 hrs. (3.60 m.) aimed to cross the shallows with one 
metre under keel clearance and pass position: Lat. 22° 03’ N., Long. 
91° 45’ E. at 0700 hrs. at the top of HW, allowing 0.25 m. for swell and 
0.2 m. for squat at 6 knots. The density off Kutubdia Island was 1015. 

The under keel clearance was not identified as the Sal Accord ceased 

to function under 2.0 m. (its minimum) and the chart recorder trace 
disappeared into the base line noise even at minimum settings. The 
seascape hovered around the one metre but when crossing the bar later 
did not give the same 1 ft. under keel clearance that was known from 
the tide guage. 
Lightening Operations: The vessel anchored in Chittagong outer 
anchorage ‘A’ at 0840 hrs. in position Patenga Beacon 091°x3.1'. There 
were quite a few ships anchored in and outside this anchorage, mostly 
lightening, but there was room to have sufficient water under the vessel 
at LW and have 5 cables clear of other ships. Estimate the maximum 
current was 4 knots but no problems experienced with 6 shackles in the 
water. 

The first coaster arrived at 1050 hrs. with the Agent and Shore Officials 
onboard. After ullaging and sampling the cargo, gas/oil parcel, was 
started at 1310 hrs. Several coasters were used working both sides of 
the vessel and 11 trips were made. The vessels varied in size from 
850—1,000 tons with one coaster of 1,500 tons. 

Hoses were brought out with the first coasters and appeared in good 
condition but one set had obviously been used recently for black oils 
and although this was pointed out to the Shore Supervisor they were 
not changed. During the lightening to one of the coasters at the start, 
there was a blockage, which was found to be that one length of the hose 
had the inside stripped causing the blockage, this was changed and no 
further problems. The decks were well manned throughout the 
operations and there was no evidence of any smoking on the coasters. 
The discharge rates varied as the the requirements of the different 
vessels, but each side was given a separate line and tank so that 
quantities could be accurately measured onboard. 

These coasters usually only use car tyre fenders when lightening 
vessels. Their shoulder is well padded with tyres and then more spread 
at intervals along the sides. The first coasters arrived with additional 
fenders made up from floating hoses. Originally one for each side. One 
being sufficient for the smaller vessels as their parallel body is short 
when in the light condition and subject to the most movement. | would 
have preferred two of these fenders for the larger vessel M.T. ‘Doel’ but 
the wire pennant parted while being brought off. As it happened the M.T. 
‘Doel’ was well handied throughout and with their ropes being well 
tended there were no problems in just using one fender. The coasters, 
because they normally use the tyre fenders, were not well protected on 
the quarters but this was soon rectified by moving some of the tyres and 
having additional ones supplied. The hose fenders were fitted with 
polypropylene rope pennants shackled to a wire strop attached to each 
end of the hose. These did give problems caused by snatching with the 
movement and was solved by having them made fast to the coaster and 
ends passed over to us when they left to pass to the next vessel. 

The weather was variable during the lightening but mostly the wind 
Southerly Force 4/5, this being near fore and aft caused the coasters 
to lay well alongside and to pitch rather than corkscrew, thus there was 
no danger from their superstructures. Once the wind veered to the N.W. 
and freshened to Force 7 gusting to Force 9 giving a rough sea. Luckily 


there were no vessels alongside at the time. This occurred at the change 
of tide and caused the vessel to sheer about as the squalls came through 
the anchorage. The rain squalls can be easily seen on the radar at 
30 miles and seem to occur in the early evening, so the radar can give 
adequate warning. 

The River Passage and Berth: Once the lightening has been completed 
the vessel has to wait for a daylight high tide to cross the bar into the 
river. The berthing programme can be obtained from Port Control by 
VHF after 1600 hrs. on the previous evening. On this occasion the 
notified Pilot boarding time was given as 0730 hrs. We had planned on 
being ready to weigh anchor at 0645 but at 0600 hrs. Port Control 
ordered us to heave up and come in for the Pilot. We were ready so 
we weighed and the Pilot boarded at 0704 hrs. (pilot ladder needs to be 
3 m. above the water as the Pilot boards from a large tug). We then had 
to wait along with the other vessels at the pilot station all stemming the 
current until 0825 hrs. when there was sufficient water on the bar for us 
to cross. The Pilot had been keeping in contact with the Signal Station 
on VHF as the Signal Station monitors the tide guage. 

Once the bar is crossed the river passage is quick. When off the berth 
the vessel is turned short round to starboard and may require the use 
of the starboard anchor. The turn is helped by a tug but this pushes and 
does not make fast. Once the vessel is round and stemming the tide 
the port anchor is made ready and when in position for the berth it is 
let go. The starboard head line is then run to the port head buoy. Then 
the port head line to the starboard buoy and the vessel is heaved across 
the berth into position while the after lines are run in the same fashion. 
Engines are required to prevent the vessel falling back on to the aft 
buoys. The final moorings are 3 lines each side to the opposite buoy 
thus 6 lines crossed each end. 

The hoses come from a floating pontoon that is moored with another 
that is brought round to be between the pontoon and the ship. Access 
is by boat from shore. 4 extra men are supplied at the berth to help with 
the moorings and there are 2 mooring boats and a launch. 6 watchmen 
were supplied at the anchorage from the start and stayed with the ship 
in the anchorage and on the berth. The watchmen did a fair job and the 
vessel had no problems with thieves. 

The Agents’ telex was only working intermittently but found we could 
pass messsages via their branch office in Dhakra. Also found that the 
3 VHF stations for the port had calling frequency VHF Channel 16 they 
then went to the working channel, mostly Channel 12, but often they 
had to be contacted on the working channel. Chittagong Radio calling 
is Channel 16 and working 24/26; was weak but workable. 

While lightening there was difficulty for the Supervisors as there is no 
direct contact with the installation other than making a link call. However, 
one of the coasters has VHF and if it can be persuaded to keep it on 
then some sort of contact can be maintained. 


SHIPMASTER’S REPORT: December 1992. 

Agents: The Agents have VHF, but do not keep continuous watch. They 
can be contacted by telephone through Chittagong Radio, working on 
Channel 27. 

Approaches: B.A. Charts No. 859 and 84. 

From S.W. of Sri Lanka to 21° 00’ N., 92° 00’ E. to avoid Firing Area 
‘B’, then to 21° 30’ N., 91° 40’ E., then to 22° 00’ N., 91° 40’ E., between 
Firing Area ‘A’ and North Patches, then to 22° 14.5’ N., 91° 42.2’ E. to 
skirt the anchorage area and approach an anchorage point with Patenga 
Point bearing 106° x 2.75 miles, intending to arrive about 1 hour before 
H.W. at Norman's Point and stem the tide on a course of 160° when 
anchoring. 

None of the navigation marks or buoys were sighted, even though 
visibility was good, but radar positions were obtainable from the coast. 

A number of fishing boats were passed using oil lights which were 
picked-up on radar before being visible. 

Speed was reduced for the approach and using tide prediction charts 
for Kutubdia Island and Norman's Point, allowance made to maintain 
water under the keel, according to chart soundings, and there was 
sufficient water to approach safely at a draft of 10.69 m., mostly at dead 
slow ahead, nominally 5.3 knots, on arising tide all the way. 

It was necessary to reverse course for a short period to allow the 
rising tide to catch up. 

Anchor was let go in the planned position which was approached 
steering 140° T and making good 106° T. 

Anchor was let go moving dead slow ahead, but stern movements 

were required to maintain sternway over the ground and vessel brought 
up with 9 shackles in the water. 
Anchorage: The bottom is soft mud and the holding ground poor. With 
9 shackles and a high holding power anchor in a charted depth of 
12.4 m., this vessel at 49,184 tonnes displacement dragged anchor and 
required slow ahead on the engines (8.0 knots), to maintain position, 
this was with the lightening vessel alongside. 

Some areas of the anchorage were found to be deeper than charted 
and the depths changed with each tide. 

Particular emphasis is made by the Port Control and Agents not to 
pass ahead of other vessels at anchor due to the strong current. 

The dragging line is 160° and 340°. 

Communications: Port Control keep watch on VHF Channels 16 and 12 
on a 24hour basis, and should be contacted on approach and on 
anchoring, and will advise the Agents of a vessel's arrival. 

This vessel was to discharge to lightening vessels at the anchorage. 
The lightening vessel made contact on VHF and was helpful with 
information. 

The Agents have VHF, but can also be contacted by telephone 
through Chittagong Radio on VHF Channel 27. 

Pilots: Not required to anchor in the Outer Anchorages ‘A’, ‘B’ and ‘C’. 
Clearance: The Charterer's Agent, one Customs Officer and Cargo 
Surveyors boarded at 0800 hrs. and the bonded store is sealed. 

All normal declarations are required, but the Agent will also have a 
quantity of other forms in triplicate to be completed and signed, mostly 
duplicating the ship's standard declarations. The certificates requested 
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are taken ashore to complete the clearance and returned on Outward 
Clearance. 

Personal Currency Declaration is required. 
List of Agent's forms: 

Letter of Authority. 

Load Line Certificate. 

Certificate for Opium and Dangerous Drugs. 

Arrival Report. 

List of Certificates for Certificated Officers. 

Maritime Declaration of Health. 

Stores List, in triplicate. 

Arms and Ammunition List. 

Dock Labour Certificate. 

Deck Cargo Certificate. 

No Bangladesh Crew Certificate. 

List of Certificates and Documents: 

Ship's Register. 

Load Line Certificate. 

Safety Equipment Certificate. 

Record of Safety Equipment. 

Safety Construction Certificate. 

Safety Radio Telegraphy Certificate. 

De-Rat Exemption Certificate. 

Last Port Clearance. 

Crew List, 7 copies. 

Ship's Articles of Agreement. 

Gear Testing Certificate Register. 

International Oil Pollution Prevention Certificate. 

Ship's Radio Station License. 

Officers’ Certificates of Competency, for Master, Chief Officer, 2nd 
Officer, 3rd Officer, Chief Engineer, 2nd Engineer, 3rd Engineer, 4th 
Engineer and Radio Officer. 

Officials: One Customs Officer boards to clear the vessel with the Agent, 
both inwards and outwards. 

It is possible that a Customs rummage crew will board to search the 
vessel, so all declarations should be accurate. 

Thieves: Board regularly at anchorage and are particularly interested in 
mooring ropes. 

Local watchmen should be employed. On a previous visit to the port, 
one of the watchmen employed was identified as having been amongst 
a band of thieves previously chased off, after cutting the mooring ropes 
in use, before shore watchmen were employed. 

Three watchmen were ordered, but the Agent brought six, as three 
would be insufficient for a vessel of this size. 

Food and accommodation are required for the watchmen. 

Density: At the anchorage, it varied between 1008 and 1010. The water 
is generally very muddy, and a sample in a 10 oz. coffee jar resulted in 
10 mm. of silt settling in the bottom. 

All drafts are requested in fresh water. 

Cargo Work: This vessel was to discharge a cargo of bulk wheat to a 
draft of 7.0 m. in order to get into Mongla. 

Lightening vessels of around 8,000 — 12,000 d.w.t. are brought 
alongside. They are well fendered, and are equipped with grain 
vacuvators and pipework. Drums of diesel fuel for the machines are 
transferred to the discharging vessel and set up on deck. 

Allow 100 metric tonnes for this equipment. 

14 vacuvators were brought on board, but only 12 were used at a 
time, and an overall discharge rate of 173.2 t.p.h. was achieved for 
18,445 tonnes, about 14 t.p.h. each vacuvator. 

About 100 stevedores accompany this equipment and camp out on 
deck, complete with cooking fires, firewood, vegetables and live 
chickens, the smell of curry cooking on a wood stove is delicious. 

This vessel with side opening hatches was ideal for camping out, but 
problems could have been experienced if it was required to close the 
hatches for rain. 

It took about 8 hours to set up the equipment, but once started, 
discharge was continuous to each lightening vessel, even when 
steaming around the anchorage whilst dragging anchor. 

About 2 hours is required for disconnecting and re-connecting the 
pipework when changing lightening vessels. 

Ship's cranes are used to rig and adjust the equipment in the holds. 
Accommodation: Accommodation is required for Stevedore Supervisor, 
foreman and 3 persons, and food and accommodation for a Cargo 
Superintendent appointed by the Receivers, in addition to food and 
accommodation for any watchmen employed. 

A number of other people request accommodation, but are usually 
put off by insisting that an Agent's letter is issued, also all spare 
accommodation on board was filled. 

Thunder Box: A thunder box is required by the stevedores. Even though 
a stevedores toilet was available, the vessel was advised not to allow 
it to be used. 

Fresh Water: Required by the stevedores, and 4250 Itr. drums (ship's 
supply) were required 3 times a day. 

Supplies of fresh water are available by barge at the anchorage, but 
should be ordered early. On this visit, 150 tonnes were ordered, but only 
100 tonnes were delivered in 250 tonne lots, although the barge was 
large enough to carry the full order at one visit. 

Fresh Provisions: Fresh provisions and most stores are available at 
reasonable prices. 

There are a number of ship chandlers with varying prices. On this 
occasion, Anowar Traders were used, but took a long time to deliver, 
and then only after a reminder from the Agent, and also failed to bring 
the priced accounts before the vessel sailed. 

Repatriation: Can be arranged. Departing crew members must complete 
an accurate Effects Declaration. in triplicate, including all currencies. 


AUTHORITY: Chittagong Port Authority, Bandar Bhaban, 
P.O.Box 2013, Chittagong, Bangladesh. Telex: 66264 Port BU. 
Cables: Potasraya. 
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MONGLA (Bagerhat), formerly Chalna Port: 
22.29 N. 89.36 E. (See Plan) 


PORT LIMITS: To the North: A line drawn due East-West from a point 
in position Lat. 22° 38’ 00” N., Long. 89° 20’ 00” E. to a point in position 
Lat. 22° 38’ 00” N., Long. 89° 40’ 00” E. 

To the South: A line drawn due East-West from a point in position 
Lat. 21°27'00"N., Long. 89°20'00"E. to a point in position 
Lat. 21° 27’ 00” N., Long. 89° 40’ 00” E. 

To the East: A line joining the point in position Lat. 22°38’ 00" N., 
Long. 89°40'00"E. to a point in position Lat. 21°27’ 00"N., 
Long. 89° 40’ 00” E. 

To the West: A line joining the point in position Lat. 22° 38’ 00" N., 
Long. 89° 20' 00” E. with the point in position Lat. 21° 27’ 00"N., 
Long. 89° 20’ 00” E. 

The centre of the permanent port jetty is in position Lat. 22° 29.32’ N 

Long. 89° 35.57’ E. 

DOCUMENTS: See “Chittagong”. 

ARRIVAL ADVICE: Inward ships must present themselves at Mongla 
Fairway Buoy at least 3 hours before HW at Hiron Point to enter on a 
particular day. 

The Master should send the following information to port via Khulna 
Radio call sign S3E and pilot station call sign S3K 24 hours prior to 
arrival at Mongla Fairway Buoy. 

1. ETA Mongla Fairway Buoy. 

2. Fresh water draft. 

3. Speed available. 7. Flag of vessel. 

4. Vessel's length. 8. Local Agent. 

APPROACHES: Approaching from the East vessels should carefully 
monitor soundings and try to stay between the 10 and 20 fathom lines 
and alter course to North when at swatch of no ground. Vessels should 
sight Mongla Fairway Buoy (FI. 1 long 10 sec.) on this course and should 
then contact pilot station for further instructions. Due care should be 
taken to appreciate the tide condition because vessels have been known 
to drift North/Northwest during strong floods and run aground in the 
shallows. Approaching from the West, vessels should manoeuvre to 
keep to the South of the 20 fathom line and steer a course of about 
045°(T) when Western end of swatch of no ground is reached. This 
course will take the vessel to Mongla Fairway Buoy. Due care should 
be taken to guard against Northerly set during flood times. When 
approaching from S.E. or S.W. similar action as before should be taken 
on reaching the edges of swatch of no ground. Due care should be given 
to avoid the ve of m.v. “Cherry Laju” in position Lat. 21° 26.4’ N 


89° 30.2’ E 

PILOTAGE: Compulsory. Master should in addition to usual ETA to 
Agents keep in touch with Pilot Station at Hiron Point about 45 miles 
from the base calling S3K. Pilot Station is equipped with radio and 
maintains regular watches on 500 kHz from 0600 to 0800, 1000 to 1200, 
1400 to 1600 and 1800 to 2000 hrs. local time. If a message is not being 
picked up, by Khulna Radio call sign S3E, it should be relayed through 
Chittagong Radio or the Pilot Station. 

Ships over 5.0 m. draft are usually piloted on the flood to cross the 
bar and the pilot vessel, which has been in contact with the incoming 
ship, leaves from Hiron Point in time to coincide with the arrival of the 
vessel at the pilotage ground, situated about 5 cables S.W. of B-18 Buoy 
where ships can anchor. The channel from Fairway up to the B-18 Buoy 
has been marked with lighted buoys and pilotage is carried out by the 
Master. 

In rough weather and especially during the monsoon, ships are led 
into calm waters by the pilot vessel, which maintains close radio contact, 
and Pilots board inside the river. 

Night navigation is allowed for vessels up to 140 m. in length subject 
to the following conditions:— 

(a) Ship's radar, gyro-compass, steering system should be in perfect 
working order. 

(b) Weather conditions should be good and favourable. 

(c) Booking for arrival/departure should be done at least 24 hours in 
advance. 

(d) Minimum manoeuvring speed should be 10 knots. 

(e) Maximum draft allowed 6.5 m. 

(f) A boat will be employed with a searchlight to remove all country 
boats, barges and any other obstacles in the channel within the harbour 
limit. 

ANCHORAGE: Mongla port consists of a sheltered deep-water 
anchorage at Mongla on Pussur River. 


5. Vessel's gross tonnage. 
6. Fresh water requirements. 


Depth of water 5.8 m. to 23.0 m. at LLWD. Distance from sea 65 miles. 


RESTRICTIONS: Entrance to the Pussur River is about 6 miles wide at 
the mouth and has a bar over about 5 miles where the depth is 5.8 m. 
MAX. SIZE: Ships drawing up to 7 m. can cross the bar in all seasons. 
In S.W. monsoons vessels up to 8.0 m. can be accommodated on spring 
tide. Also see “General”. 

HEALTH: On arrival at the mouth of the Pussur River, vessels are 
required to radio “Quarantine” Khulna, giving health report, to avoid 
difficulties with Port Health Authorities. 

RADIO: At present coast station Khulna Radio of Telegraph and 
Telephone Dept. maintain 24 hours W/T watch on 500 kHz call sign 
(S3E). In addition to the T & T system, the port has harbour control 
station (call sign S3K) at Mongla and pilot station (call sign S3K) at Hiron 
Point to maintain 24 hours W/T watch on 500 kHz. The station at Hiron 
Point guides incoming and outgoing vessels from fairway to pilot grounds 
and vice versa and remains in touch with Khulna Radio, Mongla S3H 
and ships anchored at Hiron Point for movement of Pilots, mooring of 
vessels, etc. 

VHF: The pilot station and harbour control of Khulna and Mongla are 
equipped with VHF Channel 16. 

TUGS: 3 powerful tugs available to assist in emergency. Not required 
for palchdy 

BERTHING: 8 swinging moorings and 21 anchor berths. 5 jetties also 
available. 
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CRANES: Cranes of 3, 5, 40 and 100 tons are available at the new 
jetties. 

STEVEDORES: Plenty of labourers available. 

TANKERS: Oil is not handled at the port at the present time. 
DENSITY: The density of water at the Outer Bar varies from 1005 to 
1025 and at Mongla from 1002 to 1015. 

FRESH WATER: Available by barges. 

FUEL: Fuel oil can be arranged in limited quantities if sufficient advanced 
notice given. 

FIRE PRECAUTIONS: Fire fighting tugs are available. 

CONSULS: None. 

REPAIRS: Minor repairs can be arranged through Khulna shipyard. 
DRY DOCKS: A dry dock for sea-going vessels is under construction 
at arene 

SURVEYORS: Lloyds/NKK. P&I Club and private surveyors are 
available at Khulna. 

GANGWAY/DECK WATCHMAN: On receipt of orders from the Master 
the Stevedores will arrange to supply watchmen oy day and night. 
pe Acts of piracy have taken place at the port. 

HATCHES: Opening and closing of hatches is normally carried out by 
the stevedores. 

CARGO GEAR: Goods loaded and unloaded by the ship’s gear, 
handling equipment and crane available at the port jetty. 
REPATRIATION: Local shipping Agents are responsible for arranging 
repatriation of the crew. 

AIRPORT: Jessore, which is 70 miles from the port. 

TIME: GMT plus 6 hours. 

HOLIDAYS: Eid-ul Azha, Moharram, Eid-l-Miladun Nabi, Independence 
Day, Jamat-ul-Bida, Eid-ul-Fitr, depending on the sighting of moons 
calculated in the basis of moon months. 
POLICE/AMBULANCE/FIRE: Police telephone no. 222 and for other 
purposes Assistant Harbour Master's telephone No. 61460 is available. 
TELEPHONES: No arrangement is available at the anchorage for 
placing telephones on board the vessels. 

SHORE LEAVE: Crew members of foreign vessels are allowed to 
disembark ashore subject to Immigration permission. 
IDENTIFICATION CARDS: Seaman's Book is_ sufficient for 
identification. 

REGULATIONS: Crew members are not allowed to undertake chipping/ 
painting of vessels whilst in the port. This is to be done by licenced 
contractors. 

DELAYS: No unusual delay in the port. 

GENERAL: Port of Mongla Authority 

INSTRUCTIONS FOR MASTERS OF VESSELS: 

1. As these are fresh water drafts, the incoming ships should give 
necessary allowance. The outgoing ships may have to leave 
anchorage a day earlier to take advantage of next A.M. tide at 
Outer bar. 

2. Inward ships must present themselves at Fairway Buoy at least 
3 hours before high water at Hiron Point to enter on a 
particular day. 

3. Masters should send the following information to Port Khulna, via 
Khulna Radio (call sign SSE) and pilot station S3K, 24 hours prior 
to arrival at Mongla Fairway Buoy: (a) ETA Mongla Fairway Buoy; 
(b) fresh water drafts on arrival; (c) anticipated fresh water drafts 
at the time of sailing; (d) speed available; (e) length; (f) gross 
babe ti (g) fresh water requirements; (h) nationality; (i) local 

ents 

In addition to Khulna Radio (call sign S3E) Harbour Control 
Station (call sign S3H) and pilot station (call sign S3K), maintain 
24 hours W/T watch on 500 kHz. The ships are strictly to follow 
the instructions given by the Pilot while crossing the Outer Bar 
and anchor 5 cables S.W. of B-18 Buoy at Hiron Point and wait 
for the Pilot. The time of crossing the Outer Bar is given by the 
pilot station under instructions from the Pilot. QTG service 
available. VHF on Channels 16 and 11 available at pilot station 
Hiron Point, Harbour Control Mongla and Port Control Khulna. 

4. Important: Ships due to enter must keep W/T and VHF Channel 
16 watch while crossing Outer Bar and International Radio watch 
while waiting for Pilot at Hiron Point and in the vicinity of Fairway 
Buoy. Whilst navigating in Port Limits, W/T and VHF Channel 16 
watch would be maintained as advised by Pilot. 

5. All vessels entering port shall display their signal letters and the 
mooring/anchor berth in addition to pilot flags. They are also to 
display their signal letters while waiting for Pilot at Hiron Point 
and/or in the vicinity of Fairway Buoy. 

6. The Port can reduce these declared drafts without notice. 

7. Ship Owners and their Agents are advised to consult the Harbour 
Master's Office regarding incoming and outgoing deep draft 
vessels well in advance. 

8. Outward Ships of deep drafts will leave the anchorage with the 
first of flood at Mongla. 

9. Vessels entering or leaving Port must have full power on main 
engine and deck machinery and both anchors must be available 
for use at all times. 

10. Masters are advised to manoeuvre with great care and make good 
lee while receiving and disembarking Pilots. A neat and clean 
pilot ladder as specified in Merchant Shipping (Pilot Ladders) 
Rules 1967. Manropes and boat ropes should be ready on lee 
side. A responsible Officer must be present on the deck near the 
pilot ladder while Pilot boards/disembarks and a lifebuoy must be 
kept handy near the pilot embarkation/disembarkation point for 
emergency use and also bulwark ladder for climbing down on 
deck 


11. In spring tides, ships of less than 10 knots shall not be permitted 
to transit the river. However, if permission is given under special 
circumstances, a suitable tug will have to be hired from the Port 
to escort the vessel within the Port limits. Requests for the tug 
must be made at least 24 hours in advance. 


12. In adverse weather if boarding is not possible at Hiron Point, the 
pilot vessel will lead econting ships up to Sibsa (Akrampoint), 
where the Pilot will board in sheltered water. 

13. Vessels of 182m. length or more are required to have a tug 
standing-by during in and outward river passage and if the length 
is more than 198 m. a tug may be required to standby throughout 
her stay in the Port at the discretion of Port Authority. 

14. The length of vessels entering the Port is restricted to 200 m. and 
may be increased depending on the season and circumstance of 
the case and normally only 2 vessels of more than 182 m. can 
be accommodated at a time. 

15. Masters of the visiting vessels are advised to ensure that while 
their ships are in the anchorage, no Officer or crew travels to and 
from ships in native boat, sampan or any other boat, not 
authorised by the Port Authorities to ply in the anchorage for 
carrying passengers. 

16. Masters of the visiting vessels are also advised to post 3 
watchmen on duty, one on the forecastile, one aft and one on 
gangway all the time the ships are at the anchorage. The 
watchmen shall be provided with lifebuoys for use in emergency. 

17. While the vessels are in Port, the Masters are to ensure that no 
ship's crew is employed for chipping, painting and working 
overside. 

18. In port limits, wireless communication with any station except 
those operated by Port or Khulna Radio (S3E) is strictly 
prohibited. 

19. In case of emergency whilst at anchor/mooring in harbour limits, 
the Assistant Harbour Master should be immediately contacted: 
(a) by use of lamp signal to signal tower; (b) by W/T on 500 kHz, 
call sign S3H; (c) VHF Channel 16. 

20. Masters of vessels are advised that more than 8 barges or 4 flats 
(one flat being equivalent to 2 barges) should not be allowed to 
lie alongside. Under adverse conditions, this permissible number 
may further be reduced. 

21. Whilst in anchorage limits, adequate anchor watch should be 
maintained and power on main engines and deck machinery 
should be available on immediate notice, specially during spring 
tides and inclement weather. 

22. Fire hoses should be rigged and water kept running when working 
cargo of jute, jute goods and any other inflammable cargo. 

Harbour Master, Mongla Port Authority, Bagerhat. 

Requirements and Instructions for Securing to Single Swinging Buoy: 
1. Wire snotter. Length = 1 m. wire size = 10 mm. 
2. Slip wire with eyes. Length = 100 m. Wire size = 20 mm. 
3. Nylon mooring rope. Length = 100 m. 
4. 1 mooring shackle. 
5. 1 small shackle, 5 tons. 

Procedure for Preparing Chain for the Buoy (See ‘‘Plan’’): 
(a) Secure port anchor and break the chain. 
(b) Pass the mooring shackle through the last open link. 
(c) Pass the wire snotter through the Sth transverse link, counting 
from the chain end and then connect the eyes of the snotter with 
the small shackle. 
(d) Lower the chain through the fair lead or panama lead from the 
port side, 2 transverse links into the water. 
(e) Lower the slip wire from the port side down to the water level. 
(f) Keep the nylon rope ready on the starboard side for lowering 
to the mooring party. 
(g) When the vessel is close to the Buoy pass the nylon line to 
the mooring boat and make fast the vessel to the buoy with the 
nylon mooring rope. 
(h) Connect the chain. 
(i) Pass the slip wire and make it fast, keep it slack so that the 
weight is taken by the anchor chain. 
(j) Let go the mooring rope and take it onboard. 


SHIPMASTER’S REPORT: October 1991 (Updated 1994). 
Anchorage: Special attention is required when anchoring in the Fairway/ 
Roads. When lowering the first shackle into the water, the vessel should 
be stationary. When the vessel has one shackle on deck, drift back 
using the current until there are 7 shackles in the water. 

Vessels should avoid anchoring in the above area and at Hiran Point 
Anchorage during S.W. monsoon season and during a depression, as 
over 1,000 anchors and chains have been lost. 

The local authorities do not advise Masters of the above. 

Loss of anchors and chains can delay ship’s clearance and involve 
additional costs for extra pilotage and tug escorts. 

Approaches: On approach, the Pussur River Estuary is marked by 

Fairway Buoy and 9 pairs of buoys. Masters of vessels are requested 

contact Hiron Point Station (S3K) to confirm the latest positions of 
uoYys. 

Documentation: Officers and crew should declare all their personal 

effects. All deck stores and provisions should also be declared. 

Vaccination List and yellow cards are examined by Health Control. If 
so much as an apostrophe is missing next to doctor's signature, 
vaccination is considered void and vessel is debited for a new certificate. 


SHIPMASTER’S REPORT: December 1992/January 1993. 

Pussur River Bar: 

Position: 21° 27’ N., 89° 35’ E. 

Charts: B.A. Charts No. 859 and 732. 

Arrival Times and Drafts: Vessels should arrive at the Fairway Buoy 
when entering and Hiran Point when leaving, 3 hours before H.W. at 
the Pussur River entrance. 

Anticipated drafts published by Mongla Port Authority for 1992 varied 
from a low of 6.36 m. on the A.M. tide (27th February), to a high of 
ee m. on the P.M. tide (26th October). A rough guide for the port is 

Om. 
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The permitted drafts are published against the arrival times required 
at the Fairway Buoy or Hiran Point, for A.M. on 20th December this was 
0429 hrs. — 6.99 m. 

Notices and Pilot Station Instructions: The required notices were sent 
to the Pilots and Port Authorities 24 hours before arrival with an ETA at 
the Fairway Buoy of 0400 hrs. on 20th December 1992. 

The pilot station was contacted on VHF when 12 miles from the 
Fairway Buoy, and the following instructions were received: 

“On arrival Fairway Buoy, please pass 5 cables West of the Fairway 
Buoy at 0430 hrs. (local time) today 20th, and steer a course of 315° to 
B5 and B6 Buoys. 

After passing B5 and B6 Buoys, alter course to starboard 003° to B15 
and B16, then keeping B1, 3, 5, 7, 9, 11, 13 and 15 to starboard and 
B2, 4, 6, 8, 10, 12, 14 and 16 to port. 

On arrival Hiron Point, drop anchor 1 mile S.E. of B18 Buoy. 

Please note that B3, 4, 7, 10 and 13 are missing. 

Keep VHF watch on Channel 9 and 16.” 


The Pilot Station was in contact a number of times, and later amended 
the time to pass the Fairway Buoy to between 0415 hrs. and 0420 hrs., 
and advised to keep close to the port side buoys as there was deeper 
water on that side of the channel. 

Instructions from the pilot station were helpful and given clearly in 
good English. 

There was one other vessel at anchor off Hiron Point and the Pilot 
Station gave instructions to anchor using that as a mark. 
one ye Passage over the bar can be undertaken day or night on the 
high tides. 

Current: The current caused no problems, and no exceptional set was 
experienced on this tide at dead slow ahead (5.3 knots). 

Approaches: The vessel approached from the East, last port Chittagong, 
with satellite navigator and echo sounder as a guide, and the Fairway 
Buoy was picked up easily. 

The swatch of no ground is very distinctive on the echo sounder. 
Buoyage: The Fairway Buoy was FI. 7 sec. instead of 10 sec., and no 
Racon signal was seen. 

The buoy marking the wreck to the East was seen (FI. (2) 20 sec.). 

The buoys listed as missing were not seen, although radar echoes in 
their approximate positions were noted, but these could have been 
fishing boats. 

The other buoy lights were as noted on the chart, but no Racon was 
operating on B18. 

Radar positions from ashore indicate that the buoys are in the charted 
positions. 

Depths: The vessel had a draft aft of 6.81 m. in the brackish water, and 
a least depth of 0.65 m. was recorded under the keel at 0441 hrs. on 
20th December 1992 in the approximate position of missing Buoys No. 3 
and 4. 

Fishing Boats: There were a number of small fishing boats anchored 
across the channel which made no attempts to get out of the way. They 
had oil lights which were lit up on close approach. The largest 
concentration was close to the anchorage. 

Shoal Patch: The outward Pilot reported a shoal patch of 5.6 m. — 5.8 m. 
just South of Buoy B18 (see “Plan’). 

With a draft aft of 5.54m., a sounding of 0.3m. under-keel was 
recorded in approximate position Hiron Point bearing 338° by 3.6 miles, 
which would indicate that the shoal is further East and South of the 
Pilot's sketched position. This would also be indicated by the fact that 
the vessel anchored in the position on the chart on the inward passage 
with a draft of 7.0 m. and remained afloat through 2 successive low tides 
on 20th/21st December. 

Buoy B17 has been moved as indicated by the Pilot on the copy chart 
(See “Plan”). 


Pussur River: Hiran Point to Jayman Reach. 
Chart: B.A. Chart No. 732. The river was found to be as charted. 

Shallowest water was experienced at 0803 hrs. shortly after picking- 
up the anchor. 

The Pilot passed close to Buoy B18 on the port side with another 
vessel at anchor close to starboard. 

A depth of 0.6 m. under-keel with a draft of 6.81 m. close to the pilot 
boarding station. Otherwise the least water under-keel was 1.1 m. at 
1208 hrs., shortly before anchoring between Tatral Point and Ihir Khal, 
with the buoy abeam to starboard. 

The upriver passage was uneventful and the Pilot capable. 

Tug: One tug is required to stand-by large vessels when anchoring, and 
is used to push as required. 

Waiting Anchorage: |n Jayman Reach, and is referred to as Base Creek. 
Inward Clearance will be done at this anchorage. 


Pussur River: Jayman Reach to Mongla Port. 

This section of the river was also found to be as charted. 

The shallowest water experienced was 0.5 m. under-keel at a draft of 
6.9 m. in a position with Jayman Reach (green buoy) bearing 140° x 
0.85 miles. 

Mooring Buoys: Buoy No.6 on the chart should be re-numbered to 
No. 5, and there is no Buoy No. 6. 


Mongla Port: 
Communications: Local telephone calls only can be made by calling 
Mongla Radio on VHF Channel 16 with various working channels, and 
requesting Mongla Agent's telephone number. These calls are charged 
through the Agency. 

Port Control keep continous watch on VHF Channels 16 and 14. 

Overseas telephone calls can be made either from the Agent's office 
or by using the local telephone office. These are on occasions not very 
good connections. 

Fax messages are all sent to Khulna and can be delayed up to a day 
reaching the vessel via road and launch. 


195 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Size of ornare cineg draft depends on the tide (see “Arrival Times NOTES 
and Drafts — Pussur River Bar’). PF cota ; 

The Pilot advised that the usual maximum length is 185 m., and Port Penee Say pines. Seay Guidest sc. 
Control advised that 2 years ago a vessel of 189 m. length had been 
allowed into the port. 

Vessels of this length (188.4 m. LOA) cannot be safely anchored in 
the port as there is insufficient swinging room. There are 2 berths at 
buoys available for this size vessel, requiring the anchor cable to be 
broken to connect to the buoy. Large vessels will secure to the buoys 
on the ebb tide and sail on the flood, as there is insufficient room to turn 
a manoeuvring vessel in the port. 

Pilots: There are 7 pilots serving the port and Pussur River. The 2 pilots 
handling this vessel were found to be efficient. 

Night Navigation: Not permitted on the river for large vessels, but smaller 
ones may be permitted, from Hiran Point to the port, navigation over 
the bar is allowed at any time depending on the tide. 

Clearance Inward: As for the Port of Chittagong, except that the Crew 
Agreement was not taken ashore. 

Certificates: All certificates must be in date, and the correct Officers 
qualifications must be on board, or the vessel will not be permitted to 
sail. 

Outward: The resident Customs official attends to the cargo papers with 
the stevedores and Agents. 

Other Customs supervisors will board to inspect the vessel. 

The Clearance Certificate was issued about 18 hours before the 
vessel could sail, due to the tides. 

Shore Leave Passes: |ssued on arrival and are to be handed back to 
the Agent on departure. 

Customs: The Customs Officer, who boards for Inward Clearance, seals 
the bond store and remains on board throughout the vessel's stay in 
port and requires accommodation and food. 

A rummage gang of about 10 persons will also board. 

The resident Customs Officer issues Clearance to the various barges 
during discharge. 

An issue to the crew is permitted after one week in port. 
Watchmen: Should be employed as soon as the vessel arrives, and 
stationed forward, aft and at the gangway. They change about every 
day and do not require accommodation, but do require food. Thieves 
will board at any stage in the river. Another vessel was relieved of 
6 mooring ropes from the forward store within half an hour of anchoring 
at Base Creek in the middle of the afternoon. 

Brass sounding caps, butterfly nuts, etc., should be removed prior to 
arrival, even if they are of the thief-proof type. Anodes on the hull will 
also be taken when above water. 

Accommodation and Food: Requested for consignees representative, 
stevedore overseer and foremen. 

Barges: The Port Authority impose a fine on vessels if there are more 
than 8barges alongside at one time and occasionally make 
representations on board. 

As the barges are ordered in by the stevedores and consignees with 
no control from the vessel, they were given a letter advising them that 
they would be held responsible for any fines for this reason. This resulted 
in a marked decrease in the number of barges coming alongside. 

The barges are poorly fendered, usually just a couple of old tyres, an 
attempt was made to use ship's fenders but these rapidly disappeared. 

The barges supply their own ladders for boarding of the stevedores. 
Cargo Working: Discharged 20,800 metric tonnes of bulk grain. Before 
starting, bales of bags are brought aboard, broken open and stencilled 
with appropriate marks. 

The cargo is shovelled into the bags, the gangs splitting up into groups 
he fou, two to hold the bags open, and two to fill them with grain using 

uckets. 

The bags are then stitched, slung and lifted to the barges with ship's 
gear. There appeared to be about 30 men in each gang with additional 
men to prepare the bags on deck. 

A selection of the bags are landed on deck and weighed on antique 
steelyards suspended from bamboo tripods. In this manner, combined 
with the bag tally, the stevedores arrive at a tonnage discharged. 

The stevedores work one gang to a hold and do not double up at a hold. 

Part of Hold No. 1 was discharged in bulk by scooping the grain into 
lined nets. How this quantity was measured is doubtful, as draft marks 
on the barges are rarely in evidence. 

Working Hours: Stated as 0700 hrs. — 1900hrs. and 1900 hrs. — 
0700 hrs., with a meal break from 1100 hrs. — 1200 hrs. However, with 
late starts and early finishes, about 20 hours a day is achieved. 

A net discharge rate of 33.63 tonnes per gang hour was achieved, 
which with 3 gangs working gives about 2,000 tonnes a day. 

Weather: During the period mid-December 1992 to mid-January 1993, 
there were generally early morning fogs, but otherwise cool and dry. 

The fog may delay the day gangs arriving, as the launches either do 
not leave the shore or cannot find the vessels. 

Port Regulations: A copy of these was requested, but not forthcoming, 
but they generally seem to be relaxed. The local people swim in the 
river and no problems were experienced by the crew using local small 
boats for going ashore. 

Provisions: Local fruit is available either from the ship chandlers or local 
trading boats, also local fish is available and of good quality. 

Ship chandlers lists contain most items, but they may not be available 
and could be expensive. 

Fresh Water: Available. The Pilot's Note on the way in asks for the 
quantity required. Generally about 2 or 3 days notice is required for 
Sanaa after ordering through the Agent. Not recommended for 

rinking. 

Density: 1002 (approx.). 

AUTHORITY: Mongla Port Authority, P.O. Mongla Port Sub-Post Office, 
Bagerhat, Bangladesh. Te/: 62331, 61997, 60503. Telex: 27241 Mport 
BJ. Cables: Port Mongla. Contact: Md. Rezwanul Hoque, Chairman. 
Captain Azizul Hassan, Harbour Master. Tel: 60810, 61460, 60503, 
(04031) 221. 
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Barbados 


BRIDGETOWN: 13.06 N. 59.38 W. 


DOCUMENTS: 

8 copies Crew Lists. 

5 copies Passenger Lists. 

1 copy Health Certificate. 

4 copies Ship Particulars. 

1 copy Vaccination Report on Crew. 

1 copy Vaccination Report on Passengers. 

Derat Certificate. 

2 copies Manifest. 

1 copy Bill of Lading. 

1 copy Clearance from Last Port. 

2 copies Ship Stores List. 

2 copies Crew's Declaration List. 

1 copy Animal Declaration List. 

Vessel should be entered within 24 hours and articles deposited in 
Shipping Office if staying longer than 48 hours. 

Immigration: 

1. List of passengers: (a) in-transit; (b) landing. 

2. All disembarking passengers must fill out an E/D Card. 

3. List of Crew, and if necessary, list of crew who will be landing. 

PILOTAGE: Pilotage is compulsory for all vessels entering Bridgetown 
Harbour, except in cases of warships where pilotage is optional. Agents 
of vessels intending to visit the port are required give ETA as early as 
possible and to submit details on Form A in accordance with the 
Barbados Harbour's Regulations, 1961, and in advance of the vessel's 
arrival. Notification of arrival and request for services on Saturday should 
be known to the Harbour Master by 1100 hrs. local time on the previous 
Friday if there is to be no delay. Notification of arrival and requests for 
services on Sundays should be made known to the Harbour Master by 
1200 hrs. on the previous Friday if there is to be no delay. 
Pilot Station: Located 0.8 km. West of Fairway Buoy (Admiralty Chart 
No. 502). There is no alternative station in bad weather. Usual Jacob's 
ladder in good condition should be rigged on port side of vessel when 
approaching the harbour. 

Signal for pilot boat — International Code Letter “G” by day. Blue light 
by night. Call and watch on VHF Channel 12 — 156.60 MHz and HF — 
SSB 2182 kHz. Pilotage vessels, (power driven launches) are 
approximately 10 m. in length. One launch is painted grey and two 
launches are painted blue, white and gold. 


ANCHORAGES: Quarantine Anchorage as indicated Admiralty Chart 
502. Explosive anchorage as indicated on chart. Carlisle Bay Anchorage 
see Chart 502. 


RESTRICTIONS: Bridgetown Deep Water Harbour offers 24 hours 
service to ships with draft up to 9.6 m. 
Tankers: May enter and leave any stage of tide, day or night, except 
Needham's Point where daylight berthing only. 
MAX. SIZE: Max. length permitted in Deep Water Harbour 244 m. 
Vessels of greater length allowed to berth if fitted with bow thruster (up 
to 293 m.). Draft 9.6 m. Oil Carriers Pier outside Deep Water Harbour 
max. draft 11.6 m. 

Also see “Tankers”. 


HEALTH: Pratique may be obtained by radio or from Pilot or Health 
Officer on arrival. In case of suspected disease Port Doctor should be 
notified by radio through Agents. 

Procedure for Granting of Pratique: 

1. The radio request should be sent not more than 18 hours and 
not less than 4 hours before the expected time of arrival. 

2. The ereroe should be addressed to the Shipping Agent, who 
will inform the Medical Officer of Health (Port) of the contents of 
the Message. 

3. The Medical Officer of Health will inform the Shipping Agent 
whether or not Pratique is granted, and the Shipping Agent will 
inform the Master, by radio, of the decision. 

4. The Medical Officer of Health will inform the Officer on duty at 
the Signal Station whether or not Radio Pratique has been 
granted, and the Officer on duty at the Signal Station will inform 
the Berthing Master and the Public Health Inspector of the 
decision of the Medical Officer of Health. 

5. The Berthing Master on boarding a ship which has been granted 
Radio Pratique will authorise lowering of “Q”’ flag, if still flying. 

6. The Berthing Master on boarding a ship which has not requested 
Radio Pratique will inquire as to the presence of any illness in 
the ship; if there is no illness, he will grant Pratique in his capacity 
of Visiting Officer, and will ensure that the ‘‘Q”’ flag is lowered. 

7. If Radio Pratique has been refused or if the Berthing Master is 
informed that there is illness in the ship, the “Q” flag must be 
kept flying and the Public Health Inspector will board the ship, 
and if satisfied will grant Pratique; if he is not satisfied he will 
refer the matter to the Medical Officer of Health (Port). 

8. Disembarking passengers (not passengers in transit) and any 
Crew members being signed off will be kept segregated on the 
ship until their Vaccination Certificates have been inspected by 
the Public Health Inspector. 

9. No person except the Berthing Master, the Public Health 
Inspector, the Medical Officer of Health or the Immigration Officer 
will be permitted to board a ship before Pratique has been 
granted. The granting of Pratique is indicated by the lowering of 
the “Q” flag. 

Notes: From the foregoing it will be seen: 
(i) that healthy ships will be granted Pratique either by radio or 
by the Berthing Master; 
(ii) that ships with any illness on board will be granted Pratique 
7 be Public Health Inspector or the Medical Officer of 
ealth; 


(See Plan) 
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(iii) that the Public Health Inspector will board a ship for the 
following reasons only: 
a. when Radio Pratique has not been granted and the 
Berthing Master cannot grant Pratique; 
b. to inspect Vaccination Certificates of disembarking (not 
in-transit) passengers and signed off crew members. 
(iv) that to avoid misunderstanding and delay the “Q” flag must 
be lowered as soon as Pratique is granted. 

10. A ship with disembarking passengers may be granted Pratique 
and permitted to work e.g. load or unload cargo, provided that 
disembarking passengers are kept segregated on the ship until 
Vaccination Certificates have been inspected and immigration 
formalities completed. 

RADIO: Cable and Wireless, Barbados Radio: Call sign 8 PO. 24 hours 
watch is maintained on 500 kHz. ETA to include name and nationality 
of Master, number and nationality of crew. Name of last and following 
ports of call and quantity and grades of cargo to be discharged, if any. 
VHF: Barbados Radio VHF Channels 16 and 26. Barbados Port 
Department VHF Channels 12 and 16. 

TUGS: Two tugs available namely “Barbados” and “Culpepper” 1,700 
and 1,500 h.p. respectively. 2 tugs for vessels of 20,000 n.r.t. or over, 
and 1 tug for vessels of 10,000 n.r.t. or over or 167.64 m. in length. The 
tug will meet the ship at the entrance to the harbour. For vessels under 
550 ft. in length having bow thrusters the tug will be optional. 
BERTHING: Harbour is situated on the North-Western side of Carlisle 
Bay, approximately 0.75 miles (1.21 km.) N.W. of the Molehead of the 
careenage. The harbour is dredged to 9.75 m. LWOST and was 
constructed by joining Pelican Island to the Mainland by reclamation, 
providing 702 m. of quay space and 829 m. of protective breakwater, 
and offering berths for eight ocean-going vessels. All berths are 
equipped to supply fresh water, bunker fuel and telephone service. 

Berth 


Length Width Depth Remarks 
(m.) (m.) (m.) 
No. 1 152 23 9.7 
Nos. 2 and 3 366 15 9.7 
No. 4 184° 24 9.7 Container berth. 
*215 m. with 
dolphins. 
Breakwater 522 outer arm 9.3 9.7 Passenger 
vessels. 
307 inner arm —_ 9.7. Bulk sugar and 
molasses. 
Shallow Draft 156 15.2 6.7 Inter-island 
vessels, max. 
draft 6.8 m. 
Bulk Handling dolphins _ 11.5 Max. LOA 
Facility 183m. 
Black Rock _ -- — Max. LOA 
122 m., max. 
draft 7.5 m. 
Spring Garden _ _ — Max. LOA 
103 m., max. 
draft 4.9 m. 


Cold Storage Facilities: Cold Storage facilities of the Port of Bridgetown 

are supplied by BICO Ltd., who are sub-contracted by the Barbados 

Port Authority to handle all locally consigned and Trans-shipment reefer 

cargoes . 

a The facility abounds the Harbour perimeter and has four receiving 
loors. 

4x20 ft. reefer containers may be stripped simultaneously or 2x20 ft. 
and Khe ft. containers. The receiving rate is in excess of 350 tonnes 
per day. 

Storage capacity is 2,100 tonnes frozen (—18°C), 300 tonnes chilled 
cargo (+2°C). 

Cargo movements are effected by seven Clark 1.5 tonne capacity 
Forklift Trucks. 

Power supply is guaranteed by ‘Ring’ circuit feed supplemented by 

standby generator. 
CONTAINER HANDLING FACILITIES: The extensions to the Harbour 
were completed in 1978 and included the provision of a Container Berth, 
a Container Shed and an open land area for the development of a 
Container Stacking Park and other ancillary requirements for the making 
of a Container Terminal. 

Phase | of the development of this area was completed in 1980 and 
included the paving and lighting of the area adjacent to the Container 
Quay for the provision of a Container Park, a Container Control Office 
and an area for the stuffing and unstuffing of containers. 

Phase II of the development of the Terminal was completed in 1981. 

In January, 1981, a new Container handling unit, the Ferranti 830 L 
Straddie Carrier, was introduced to the Terminal which was followed by 
another unit in 1982 and 2 Valmet Straddle Carriers in 1985. An 
additional Valmet Straddle Carrier was acquired in 1987 and two others 
joined the fleet in 1990, bringing the total to 7 straddle carriers. These 
units are capable of handling fully laden 40 ft. containers. 

In addition, there are ample Tractor Trailer units to cope with the 
present movement of containers. 

During 1982, the ‘old Container Park’ was re-opened to provide further 
space for the stacking of trans-shipment containers and also the North 
Gate was opened to facilitate the free movement of containers to and 
from the Port. 

The Terminal is geared to handle 75,000 container movements 
annually. 

The Container Terminal consists of the following: 

a. Container Berth 

b. Container Shed (C.F.S) 

c. Container Park 

The Container Berth is 188 m. long, with one breasting dolphin 
providing an additional 36 m. of berthing space. 

This berth can accommodate a vessel up to 205 m. in length and a 
maximum draft of 9.60 m. 
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The Container Shed (C.F.S.) has a floor area of 5,314 sq.m. and is 
used for the storing of cargo to be stuffed into containers or for cargo 
unstuffed from containers. 

The Container Park can accommodate a total of 2,000 containers in 
lane stacked positions (2 high). 

The full Container Park can stack 320 containers, the empty Container 
Park can stack 744 containers and the Trans-shipment Park can stack 
840 containers (2 high). 

Space for 320 additional boxes (full) has been provided. 

The Container Control Office directs the movement of the Seven 
Container Handling Units in the delivery, receiving and spotting of 
containers by means of UHF communication equipment. 

A 40 ton gantry crane was purchased in 1987. 

A new Engineering Workshop completed in early 1984 ensures that 
equipment at the Terminal is readily available and that ‘downtime’ is 
kept to a minimum. 

CRANES: 1 x 91,000 Ibs. “Manitowoc-4100”. Radius 60 ft. 

BULK HANDLING FACILITIES: Grain: The bulk unloading facility of 
Barbados Mills Limited is primarily used for wheat, corn soyabean 
meal. It consists of a 6 storey workhouse, 14-"Lippe” type metal silos 
each with a capacity of 1,000 tonnes and a 669 sq.m. flat storage 
warehouse of re-inforced concrete capable of receiving and storing 
2,400 tonnes. 

The dock consists of a 557 sq.m. apron on steel piling with 4 breasting 
dolphins of similar construction in line with the end of the dock and 
parallel to the shoreline. There is a lightweight steel catwalk between 
the dolphins and the dock apron. 

Grain enters the Terminal by means of a 762 mm. wide covered 
conveyor belt running 68.5 m. to the workhouse where it is cleaned of 
tramp metal, sticks, dust, etc. and weighted before being directed to one 
of the silos or the flat storage. 

The conveyor belt has a capacity of 200 tonnes per hour and is 
equipped with one tonne hopper mounted dockside over the belt to 
accommodate self-discharging vessels. In addition the facility has a drag 
conveying system for conventional bulk vessels and an electrically 
driven portable suction system that can be used separately or in 
conjunction with the drag system 

Diesel powered skid steer tractors with buckets are used for clean- 
up of the holds. 

Sugar and by-products: All sugar from Barbados’ six sugar factories is 
transported to the Bulk Sugar Terminal at the Bridgetown Port in special 
trucks with bins, which are the property of Sugar Transport Limited. 

The Bulk Sugar Installation at the Bridgetown Port has a capacity of 
81,284 tonnes and is 171 m. long with a width at floor level of 43 m. 

The Bulk Sugar Installation has been in operation since 1961, and is 
serviced by a fleet of 27 sugar trucks with bins. 

Barbados Molasses Terminals were resited at the Bridgetown Port 
from Needham Point in 1963, commencing operations in 1964. There 
is a capacity of 11,356 cu.m., and this is stored for local consumption 
and export. There is a storage charge from July 1st to the start of the 
following crop. 

In 1981, a new tank was constructed to facilitate T/S Molasses. This 
tank has a capacity of 20,000 tonnes, and is presently leased to the 
United Molasses Company of England which is a subsidiary of the Tate 
& Lyle Group of Companies for handling T/S Molasses within the 
Caribbean region. 

Barbados Fancy Molasses is owned and operated by Jason Jones 
Ltd., DaCosta & Musson Ltd., Plantations Trading Company Ltd., and 
Evelyn Roach, Ltd. 

There is a capacity of 14,006 cu.m. of which 99.5% is for export and 
the balance for local consumption. 

Description of the Bulk Sugar Installations: The storage shed has a 
capacity of 81,284 tonnes of sugar and is 171 m. long with a width at 
floor level of 43 m. The side retaining walls are 4.6 m. high and the roof 
slopes from the top of these walls to a height of 31 m. at the apex. 
ugar is delivered from the factories in 7 tonne containers fitted to 
road lorries and is received at the reception area at the East end of the 
store. After weighing, the container is discharged through a side top- 
hung door on the container into a reception hopper. This hopper feeds 
a 1.65 m. conveyor belt which runs the full length of the store 
underground through a reinforced concrete tunnel. At the Western end 
of the store the conveyor, used for both reception and reclamation of 
sugar, rises above ground level through an enclosed steel gantry which 
slopes upwards to the top of a distribution and weigher tower. Here the 
sugar falls on a second conveyor belt which slopes back up to the top 
of the store and extends some 122 m. through the store at a high level. 
This conveyor is fitted with a mobile take-off and high speed thrower 
capable of throwing the sugar some 15.25 m. in any direction. 

In the floor of the store and over the tunnel carrying the reception/ 
reclamation conveyor belt, 57 louvred hoppers with 0.46 sq.m. openings 
are spaced along the entire length of the store. During shipment, sugar 
is run at a controlled rate on to the underground belt which carries it to 
the top of the weigh tower where it is diverted into the feed hopper of 
an automatic 10 tonne Servo-Balans scale. After weighing, the sugar 
falls on to a third which carries the sugar 165 m. through an underground 
tunnel to a transfer house near the breakwater. At this point the conveyor 
system turns through an angle of 45° and the sugar is transferred to a 
fourth conveyor which rises out of the ground from the transfer house 
and continues 152.5 m. in a covered steel gantry to the first of the three 
towers which house the power and control units for the ship outloaders. 
These towers, which are 38 m. apart, each carry 18.25 m. cylindrical 
boom, with 1.65 m. conveyor belt, which can be raised and lowered like 
a crane jib and can be slewed through an arc of 80°. A high speed 
thrower is suspended in the hold of the ship from a telescopic chute at 
the end of each boom. 

During shipment a loading rate of 500 tonnes per hour can be 
maintained through one outloader or this loading rate can be distributed 
between two or three outloaders if necessary. 

The conveyor system enables sugar to be recirculated within the store 
if desired. When a ship is loading at the same time as sugar is being 
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received, however, the freshly delivered sugar must go direct to the ship 
mixed with additional sugar from store. 

The store is open along the eaves of the roof and forced ventilation 
is possible by running extractor fans installed on both sides of roof near 


apex. 
STEVEDORES: Gangs must be ordered before 1500 hrs. on day 
preceding date of arrival and 1000 hrs. on Saturday for Sunday or 
following Monday. Average rate of cargo discharged: 

Bag Stuff, 22 tonnes (weight) per hour. 

General Cargo, 12 tonnes (weight) per hour. 

Ships specially equipped for handling palletised cargo, 30 tonnes/p.h. 

Average rate of loading of cargo: General cargo 12 tonnes; Bag 

Stuff 18 tonnes. 

MEDICAL: Agents should receive advance notice of required medical 
attention as soon as possible. Modern 800 bed hospital. Private clinics 
and usual medical facilities available. 
TANKERS: Vessels arriving during darkness for Needham’s Point 
Terminal should anchor in Carlisle Bay. Services of a Pilot are not 
compulsory but a Pilot must be taken to berth and unberth. Daylight 
berthing only. 
Oistin: Submarine discharge. Max. LOA 172 m. Max. draft 10 m. 
Needham’s Point: Mobil Oil Barbados Ltd. Multi-buoy mooring Max. 
LOA, 198 m. Max. draft, 11.6 m. Depth at MLW, 12.19 m. Nature of 
bottom, sand on coral. Daylight berthing only. Vessels may berth and 
unberth any stage of tide. No fuel or dirty ballast facilities. Fresh water 
available by tug. Product handled, crude oil. Sealine taken aboard on 
starboard side. One 12 in. (30 cm.) pipeline, length 498.35 m. connected 
to 1x10 in. hose. Pumping rate 300 t.p.h. max. pressure, 50 p.s.i. 
Esso Standard Oil S.A. Ltd.: 2 berths. Esso Jetty outside breakwater. 
“T"-Head finger jetty. Max. LOA, 244 m. Max. draft, 11.6 m. Depth at 
MLW 55 ft. Vessel berths port-side alongside. 

Deep-water Harbour Oil Pier: Max. LOA 244 m. Max. draft 9.14 m. 
Depth at MLW, 9.75 m. Vessels berth either side alongside. 

Fuel and fresh water available. No facilites for receiving dirty ballast. 


Load/ 
Berth Grade Pipe-line Length Discharge Hoses 
Handled (in.) (ft) Rate (tp.h.)  (in.) 
Esso Jetty Bunker C 1x16 2000 400 1x8 
Marine Diesel 1x12 2000 270 1x8 
Light Marine 
Diesel/gasoil 1x8 2000 150 1x8 


Max. Pressure 100 p.s.i. 


Also see“Shipmaster’s Reports”. 
DENSITY: 1025. 
FRESH WATER: Easily available. Delivery 20 t.p.h. per hose. Delivery 
by hose-pipe through hydrants installed in each berth. 
FUEL: Modern bunkering facilities are supplied by Esso Standard Oil 
on a 24 hour basis, however, a minimum of 24 hours advance notice is 
required. This may be done through an Esso branch in the previous port 
of call. Bunkering is done alongside at the bunker pits, which are supplied 
with Bunker “C” fuel, marine gas oil and marine diesel oil. A blend of 
Bunker “C” and diesel intermediate fuel can also be supplied, as well 
as marine lubricants. Small yachts and schooners can also be bunkered, 
and at the Esso Bay Street Jetty, fishing boats and pleasure craft can 
be supplied with diesel fuel. Loading and discharge facilities consist 
mainly of an 8 in. pipeline for gas oil, a 12 in. pipeline for marine diesel 
and a 16 in. pipeline for fuel oil. These pipelines run underground for 
approximately 1 km. from the Bridgetown Port to a bulk terminal at 
Holborn, Fontabelle. Pumps located at the terminal are used for 
deliveries to the Port. 

The speed of delivery to the Bridgetown Port varies widely depending 
on the size of the vessel being bunkered. Pumps are rated to deliver 
from a minimum of 25 tonnes/p.h. to a maximum of 300 tonnes per hour. 

There are 16 refuelling points along the berth of the Bridgetown Port. 
These permit any vessel with a maximum draft of 9.6 m. to be refuelled 
at any point within the port. 

CONSULS: Consulates, Embassies and High Commissions: 


Austria Dominican Republic Japan 

Belgium Ecuador Netherlands 
Brazil Finland Norway 
Canada France Sweden 

China Germany United Kingdom 
Colombia Iceland United States 
Cyprus Israel Venezuela 
Denmark Italy 


SURVEYORS: Lloyd’s Register, Bureau Veritas, A.B.S., N.K.K., G.L. 
and Det Norske Veritas. 

OPENING/CLOSING HATCHES: By stevedores. 

CERTIFICATES: Load Line Certificate, Certificate of Registry, Safety 
Certificates. 

CUSTOMS ALLOWANCES: Two packages or 100 cigarettes per 
person. Wines and spirit allowance at discretion of Customs Officer. 
REPATRIATION: Facilities for crew changes available. 

AIRPORT: Served by regular lines. Distance from harbour about 
13 miles (20.92 km.). Island is served by flights from Europe and 
fromNorth America. 

TIME: GMT minus 4 hours. DST (Daylight Saving Time) 1 hour 
advanced is now being used from 16th April to 22nd October every year. 
HOLIDAYS: New Year's Day, Errol Barrow Day (January 21st), Good 
Friday, Easter Monday, May Day (1st Monday in May), Whit Monday, 
Kadooment Day — Crop Over Festival (1st Monday in July), Caricom 
Day (1st Monday in August), United Nations Day (1st Monday in 
October), Independence Day (November 30th), Christmas Day 
(December 25th), Boxing Day (December 26th). 

TELEPHONES: All berths equipped with telephone lines. 
IDENTIFICATION CARDS: Desirable for entrance to port from shore 
leave. 


BANKS: The following international banks service Barbados: Some are 
located within very close proximity to the Bridgetown Port. 
Barbados Development Bank 
Barbados National Bank 
Bank of Nova Scotia* 
Barclays Bank International Ltd.* 
Canadian Imperial Bank of Commerce 
Caribbean Commercial Bank 
Citibank N.A. 
Royal Bank of Canada 
The main offices are located in Bridgetown. Service hours are: 
0800 — 1500 hrs. Monday through Thursday. 
0800 — 1300 hrs. and 1500 — 1730 hrs. on Friday. 
“Extended hours Monda <$ through Thursday 0800 — 1500 hrs. 
SHIP SUPPLY SERVICE: The Barbados Port Authority operates 2 tugs 
and 1 heavy duty launch which is used when requested by Agents for 
transporting to super-carriers, stores and crews which are sometimes 
changed at this port. Service available on 24 hours basis and advance 
notice required. 
The Ship Chandlers are as follows: 
J. N. Goddard and Sons Limited, 
Broad Street, 
Bridgetown. 


Hanschell Larsen & Company Limited, 
Kensington, 

Fontabelle, 

St. Michael, Barbados. 


Stanfield Scott & Company Limited, 
Spring Garden Highway, 
St. Michael, Barbados. 


The cost of tug hire is Bds.$600.00 per hour and that of the launch 
is Bds.$150.00 per hour. 

Ships can lie safely on 100 fathoms depth at a distance of 2 miles 
West of the Signal Station. 
GARBAGE DISPOSAL: Collection service available. Skips provided 
alongside. Arrangements through agent or Barbados Port Authority, Tel: 
(809) 4366883. Charges on applications. Normal collection time 
0730 hrs. — 1630 hrs. Collection outside normal time at overtime rate. 
WASTE OIL DISPOSAL: Collection service available using tanker truck. 
Arrangements made totes agent. No special berth for this service. 
Service provided by Mobil Oil Barbados Ltd., Tel: (809) 4260580. 
SEAMAN’S CLUBS: None. 
CURRENCY: Barbados Dollar. Pegged to U.S.Dollar exchange rate. 
U.S.$1.00 = BDS$ 2.05. Exchange rate stable. 


SHIPMASTER’S REPORT: October 1989. 
Documents: 

2 copies Crew Manifest. 

2 copies Stores List. 

1 copy Unmanifested Cargo. 

4 copies Cargo Manifest. 

Officials and Oil Company Representatives board the vessel at the 
anchorage on arrival. 

An Oil Company representative boards the vessel at the berth and 
accepts the Notice of Readiness. He also boards prior to departure for 
signing of quantity discharged and issues Clearance. 

The bond was not sealed. 

Pilotage: Compulsory. Pilot boards at anchorage. On occasions, small 
vessels are allowed to unberth without a Pilot if moored at Spring 
Gardens. 

Approaches: The Shell/Texaco offshore mooring is at Spring Gardens, 
which is just North of the main harbour, next to the power station, which 
is conspicuous. The grain silo near the main breakwater is also 
conspicuous. 

Anchorage: Tankers waiting for clearance should anchor in the 
explosives anchorage which is just North of the main breakwater. 

We anchored in Carlisle Bay with the Careenage Breakwater light 
bearing 053° at a distance of 0.3 miles, depth 12.0 m. This anchorage 
is safe but the Port Authorities do not like tankers mooring here as this 
is too close to the town. 

A new fishing harbour has been constructed in the Northern part of 
Carlisle Bay which is West of the town. 

Channel: Vessel approached the berth through a channel marked by 
4 buoys. These buoys are lit when required. The buoys are liable to shift 
but are promptly reset in position by the Oil Company. 

Restrictions: No night berthing permitted, vessels are permitted to 
unberth through 24 hours. 

Max. Size: The maximum draft at Spring Garden is 5.0 m. Maximum 
LOA 100 m. The maximum beam is approximately 25 m. 

Radio/VHF: Barbados Radio (8PO). Barbados Port Department on VHF 
Channels 16 and 12 but were difficult to raise. 

Tugs: Tugs stand-by on arrival and departure but are generally not used. 
Berthing: Vessel moored with 3 shackles on the port anchor and a 
Starboard bow line to a buoy. Lines were sent from each quarter to 
2 buoys. Vessel berthed head out. 

A small boat is used to run lines to the buoys and will also be used 
for connecting the hose. The boat is also available for running crew 
oil but there is a charge for this service so it is best to use the ship's 

ifeboat. 

The maximum permitted wind force for berthing is Force 5. The wind 
is generally from offshore and is generally calm to slight. 

Berth: Spring Garden Buoy Mooring: The mooring is designed for 
vessels with a stern discharge line which can be connected to the 
undersea line which goes ashore at the power station. This undersea 
line has a 3in. flange and is connected at the water's edge by the 
boatman. At the time of our visits (October, November and December), 
the undersea line was under repair. This did not create any difficulties 
as all local LPG and product vessels have their own hoses. Normally, 
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the undersea line is picked up by the vessel's stern crane/derrick. 
Pumping is permitted 24 hours when using the undersea lines but 
daylight only pumping is permitted when using the floating hose, which 
is best taken back aboard at night. 

Water skiers and swimmers like using the hose. 

The peepee rate is about 300 bbis.p.h. There is no night pumping for 
kerosene or LPG. When using the floating hose, vapour is pumped to 
clear lines. 

Shell have a surveyor locally and also provide a radio. Texaco do not 
have a surveyor locally and use one of the ship's portable radios for 
communication. 

General: \t is a 30 minute walk along the beach to Bridgetown where 
telephone calls may be made via Cable and Wireless. 

There are plenty of hotels and beach/water sports immediately to 
hand. 

If arriving at around 0600 hrs., the vessel may be delayed if cruise 
ships are arriving at the same time, in which case the vessel may not 
be berthed until 0800 hrs. or 0900 hrs. (Later in November we were 
delayed until 0930 hrs.) 

On departure in mid-afternoon we were delayed 3 hours and we 
requested permission to unberth without a Pilot but this was not granted. 

When near the Explosives Anchorage keep a careful lookout for the 
“Atlantis” Tourist submersible, which is sometimed in the area. 

The Shell tanks have a capacity of 200 tonnes. 

Provisions may be obtained from Goddard's Supermarket which is 
near the Esso station. The supermarket is 35 minutes’ walk and prices 
of imported items are high. 


SHIPMASTER’S REPORT: January 1990. 
Berth: Oistins Bay. 
Anchorage: Vessels anchor at Bridgetown Explosives Anchorage for 
clearance (B.A. Chart No. 502). 

If request made to Port Control, vessel may anchor East of the 
breakwater elbow. 

Occasionally a backswell off the breakwater may be running, making 
it difficult for Customs Officers and officials to board. 

The anchorage in Oistins Bay is 3.5 cables Northwest of Kendal Point 
or 4.5 cables Southwest of the Fishing Jetty. 
Pilotage: Pilotage is available throughout 24 hours and is compulsory 
for berthing. The pilot boards in Bridgetown Anchorage from the pilot 
boat “Clarence Lewis” which has a blue hull and white superstructure. 
The time for transit to Oistins Bay is about 45 minutes. 
Max. Size: Max. LOA 150 m. Max. draft 8.5 m. 
Tugs: One tug is required to standby when berthing at Oistins Bay but 
not required for sailing. Tug comes from Bridgetown. 
Berth: See B.A. Chart No. 502. The vessel moors to 3 buoys. Two lines 
are sent to a buoy on the port bow, 1 line is sent to a buoy on the port 
quarter and another line is sent to a buoy on the starboard quarter. The 
starboard anchor is used with 3 shackles in the water. 

The mooring is sheltered from Easterly winds. 
Loading: The ship’s port manifold should be prepared for receiving an 
8 in. hose which lays on the sea bed and is marked by an orange marker 
buoy. The line handles aviation jet fuel to the nearby shore tanks. Ships 
can pump to a maximum pressure of 8 Bar. 

On completion of discharge the tanks are gauged ashore, this takes 
about 2 hours. 

Night-time pumping and sailing are permitted 

Cargo operations are co-ordinated with Shell/Texaco on VHF 
Channel 9. 
General: Clearance: Vessels can only clear inward during daylight hours. 
Documentation is same as for Spring Gardens (See “Shipmaster's 
Report” October 1989). 

Mooring boat: The mooring boat will run the crew ashore and back to 
the ship. Call on Channel 9 for service. 


AUTHORITY: Barbados Port Authority, University Row, Bridgetown, 
Barbados, W.|. Tel: (809) 436-6883. Telex: 2367 Portman WB. 
Cables: Portman. FAX: (809) 429-5348. Contact: Mr.F.Richards, 
General Manager. Mr.R.Alleyne, Harbour Master. 

AGENT: Goddards Shipping & Tours Ltd., P.O.Box 1283, Hincks Street, 
Bridgetown, Barbados. Tel: (809) 426-9918. FAX: (809) 426-7322. 
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Belgium 
GENERAL 


ESTIMATED TIME OF ARRIVAL — REGULATION: 

The commissioners in charge of the joint supervision, as indicated in 
Article 67 of the Scheidt Regulations. 

Due to the Scheidt Radar Chain coming into use, the Vessel Traffic 
Services Scheidt and its Approaches (VTS — SM) as from March 1st, 
1991, and considering Article 16, first paragraph of the Scheldt 


Regulations. 
on DECREE 


Article 1. The Master of an inward bound ship for a Belgian port on the 
Scheldt or on the Ghent — Terneuzen Canal, must report his ETA at one 
of the pilot stations in the Scheidt estuary not less than 6 hours before 
that time. 

Article 2. The Master, as meant in Article 1, has to report together with 
the ETA the following data: 

A-B-1I-—J-—O- ‘(possibly P) — T — U — (possibly X). 

The meaning of these letters is given in the Annex of this regulation. 
Article 3. The Master of a seagoing vessel, to which the Regulations 
for the carriage of dangerous substances in seagoing ships apply, has 
to give notice as indicated in Articles 8 and 18 of those Regulations, 
having filled in the letter ‘P’ as indicated in Article 2 of this decree, to 
the Services and in the manner prescribed in Article 5 of this decree. 

For tankers, to which apply the provisions of the EEC rule 79/116/EC 
of December 21st, 1978 regarding the minimum requirements for 
tankers entering or leaving the seaports of the Community, the notice 
as indicated in Article 1, has to be accompanied by the notices stipulated 
in that EEC rule. 

Article 4. \f the port of destination is Antwerp and on behalf of the 
municipal authorities, all data indicated in Article 2 has to be completed 
with hailing data in sequence and using the following codes: 


(See Plan) 


Number of tugs From 0 to 9. 
Type of tugs AorB 
where: A - tugs with a pulling power up to 14 tons. 
B - tugs with a pulling power over 14 tons. 
Dock pilot J (Yes) or N (No). 
Boatmen J (Yes) or N (No). 
Fendermen J (Yes) or N (No). 
Helmsmen J (Yes) or N (No). 
Gangway requested J (Yes) or N (No). 
Article 5. 
1. The notice indicated in Article 1 for vessels passing the pilot 
station at “Wandelaar’, has to be given to “Pilot VTS Wandelaar”’. 


This can be passed 
(a) Ostend Radio (OST). 
(b) or Tel: 32-(0)50-550801. 
(c) or Fax: 32-(0)50-547400. 
(d) Telex and Satcom: 81417. 
2. The notice as indicated in Article 1 for vessels passing the pilot 


station at “Steenbank” has to be given to “Pilot VTS Steenbank”’. 


This can be passed by: 

(a) Scheveningen Radio (PCH). 
(b) or Tel: 31-(0)1184-89600. 
(c) or Fax: 31-(0)1184-12321. 
(d) Telex and Satcom: 37811. 


Article 6. 
1. A delay of more than 2 hours in the expected time of arrival, as 
indicated in Article 1, has to be reported by stating A— B-—1I-J 
— (possibly X). 
2. In case the expected time of arrival, as indicated in Article 1, has 
to be cancelled completely, this has to be reported by stating 
A — B — (possibly X). 


Article 7. A Master who does not observe the obligations of Articles 1 
to 6 inclusive has to take into account a delay of maximum 6 hours at 
both the pilot station and at Flushing Roads. 


Article 8. 

1. A Master of a ship approaching one of the pilot stations and 
requiring a pilot, will be provided with a pilot according to the 
following rules: 

(a) Ships that have reported their ETA at the pilot station in 
accordance with the provisions of Article 1 will be provided 
with a pilot in sequence of their arrival at the pilot cutter. In 
case such a ship arrives earlier than the reported ETA, she 
will not be provided with a pilot before that ETA unless a pilot 
can be made available earlier. 

A ship that has reported her ETA in accordance with Article 
1 may have priority in being provided with a pilot if the ship 
is limited to high tide or has to enter ports, preferably, at slack 
water. 
(c) Warships and government vessels of the Netherlands or 
Belgium will be provided with a pilot by priority when 
requested. 
Ships that have reported their ETA at the pilot station less 
than 6 hours before are subject to the provisions of (a), (b) 
and (c) starting with the time of reporting. 
Ships arriving at the pilot station more than 2 hours after their 
latest ETA notified in accordance with Article 1, as well as 
ships that did not send an ETA, may be provided with a pilot 
within a period of 6 hours after arrival only if this does not 
delay the other ships in being provided with a pilot. After this 
period has elapsed the provisions laid down in (a) and (b) 
will apply. 
(f) Ships in danger will, on request, be provided with a pilot before 
all other vessels and, if necessary, be assisted in any other 
way. 


(b 


~— 


(d 


~— 


(e 


~— 
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2. The Master of the pilot cutter can deviate from the provisions in 
Article 8, sub-paragraph 1. (a), (b), (c), (d) and (e), - if 
circumstances so require. 

3. Ships that, as a result of the above mentioned, have to wait before 
being provided with a pilot and, without awaiting their turn, 
proceed inwards without pilot, will have to pay the pilotage dues 
in accordance with the tariff. 

Article 9. The decree comes into force from March 1st, 1991 and will 
be published in “Berichten aan de Zeevarenden”. 


ANNEX TO THE ETA REGULATION -— 1/3/1991 
The meaning of the letters, mentioned in the notice procedure of this 
regulation, are as follows: 
A (ship) Name, call sign and flag. 
B (time of Notice) Date and time group (4 digits) in G.M.T. of the 
moment at which the notice is given. 
| (destination) Name of port of destination. 
J (ETA) Date and time group (4 digits) in G.M.T. of the 
expected time of arrival (ETA) at the pilot station 
and its call mame _  (‘“Wandelaar”’ or 
“Steenbank"). 
The correct draft in metres and centimetres. 
Nature of cargo for ships to which the 
“Regulations for the Carriage of Dangerous 
Substances” (RVGX) in seagoing ships apply. 
Indication of the IMDG dangerous goods 
classes as mentioned in the RVGZ, Article 1, 
3rd paragraph. 
Indication “General” or “Bulk” and by 
approximation the total volume of dangerous 
substances onboard ship in accordance with 
the RVGZ. 
The name of the ship's agent or owner. 
The size of the ship in g.r.t., length in metres 
and centimetres in accordance with the ship's 
International Measurement Certificate. 
Possible remarks regarding the (general) 
condition of the ship, especially damage, 
manoeuvrability, equipment, list, etc. or 
particulars regarding ship's crew or cargo, or 
more general particulars. 


O (draft) 
P (cargo) 


T (agent) 
U (dimensions) 


X (remarks) 


ANTWERP: 51.14 N. 04.23 E. 


DOCUMENTS: 

Ship's Register. 

2 Lists Passengers in Transit. 

2 Lists Passengers Disembarking. 

2 Personal Effects Lists. 

3 Crew Lists indicating full date and place of birth, nationality and 

No. of Identity Document (Seaman's Book or Passport). 

2 ohne Lists indicating alcoholic beverages in bottles and size of 

ttles. 

International Health Declaration. 

Manifests and usual ship documents. 

PILOTAGE: Access to River Scheidt is: 

(a) Via Wielingen and Scheur Channels (West) (Wandelaar Station) 
where Belgian sea pilot cutter is stationed near A.1. Buoy. Cutter has 
black hull with a white number on bow, yellow funnel with black top, red 
flag with white letter “P”. 

fb) Via Oostgat Channel (Pilot Steenbank), where 2 Dutch pilot 
vessels are stationed. 

Incoming traffic: One pilot vessel in the vicinity of Schouwenbank Buoy 
(Racon). 

Outgoing traffic: One pilot vessel stationed in the vicinity of M.B. Buoy. 

Pilot boards at Wandelaar or Steenbank. Pilots boarding at Steenbank 
can use Oostgat Channel with a maximum draft of 10.0 m. at H.W. and 
a draft of 8.1 m. at L.W. If passage is not possible due to the draft, the 
pilot will route the ship via the inner route, Rabsbank — West Pit to 
Vlissingen. 

IMO Class 2 vessels need permission from Traffic Control Steenbank. 

Wandelaar and Steenbank pilots can be contacted on VHF Channel 6. 

ETA pilot station, should be given 6 hours before arrival, stating point 
of entry. Changes in ETA of more than 2 hours have to be reported. 
Entrance via ‘A1’ Buoy: 

Pilot VTS Wandelaar. 

Via Ostend Radio (OST) or Telex and Satcom: 81417. 

Entrance via Steenbank: 

Pilot VTS Steenbank. 

Tel: 31-(0)1184-89600. 

Fax: 31-(0)1184-12321. 

Telex and Satcom: 37811. 

or Scheveningen Radio. 

Also see “General” before first port. 

DEEP SEA PILOTAGE: See “Brixham” or “Cherbourg”. 
ANCHORAGE: There is sufficient anchorage for deeply loaded vessels 
at all times around the A.1 Buoy, and for smaller vessels around the 
MSB Buoy. There are unlimited possibilities for anchoring at Flushing 
Roads. Anchorage on the river is limited. 

RESTRICTIONS: No restrictions on night entry. Tankers larger than 
2,000 g.r.t. destined for berths on the river upwards of Kallo Lock are 
not allowed to transit during hours of darkness or visibility less than 
2,000 m. Ban can be lifted by the Maritime Commissioner (Waterschout- 
Sambt). 


(See Plan) 


LOCKS: Right Bank: Royers Lock, length 590 ft., width 72 ft. 2 in., depth 
at high tide 36 ft. 4 in. 

Van Cauwelaert Lock, length 885 ft., width 115 ft., depth at high tide 
49 ft. 2 in. 

Boudewijn Lock, length 1,180 ft., width 147 ft., depth at high tide 50 ft. 
10 in. 

Zandviiet Lock, length 1,639 ft., width 187 ft., depth at high tide 
60 ft. 8 in. 

Berendrecht Lock, length 1,639 ft., width 223 ft., depth at high tide 
60 ft. 8 in. 

Kattendijk Lock, length 360 ft., width 81 ft. 4 in., depth 20 ft. 7 in. 
Left Bank: Kallo Lock, length 480 ft., width 165 ft., depth 52 ft. 6 in. 

Also see “Developments”. 

MAX. SIZE: Maximum size of vessels (draft) depends on the tide. 

At HW under normal weather conditions and depending on tidal 
conditions, vessels with a draft of up 49 ft. may enter. It is advisable to 
check with pilot service in each case what maximum draft will be allowed 
for a specific large vessel. 

HEALTH: No special requirements to obtain Free Pratique. Vaccination 
Certificates must be valid. Recent Derat Certificate required. In case of 
contagious illness aboard, advise Agent. 

RADIO: Cable Agents ETA Flushing, max. fresh water draft, and 
requirements via Ostend Radio-OST or OSU (radio telephone). Radio 
Antwerp-OSA operates only on medium frequency. 

RADAR/VHF: A radar chain established from “A1" to Kallo. Masters 
can keep close contact for information, day and night, on the following 
channels: 

Pilot Cutter Wandelaar: Channel 6 and 65. 

Pilot Cutter Steenbank: Channel 6 and 64. 

Flushing: Channel 14. 

Zandviiet Radio: Channel 12, when in appropriate sector. 

Harbour Office: Channel 18. 

A radar chain, depending on the zone, using from sea to port: 

Radar Zeebrugge: Channel 4. 

Centrale Vlissingen: Channel 21. 

Radar Terneuzen: Channel 3. 

Radar Hansweert: Channel 65. 

Radar Waarde: Channel 19. 

Radar Saeftinge: Channel 21. 

Radar Zandvliet: Channel 4. 

Radar Kruisschans: Channel 66. 

Vessels not equipped with VHF can rent a portable portaphone. The 
Scheldt Information Service gives information by VHF within an area 
extending from the sea to the mouth of the river Rupel, situated upstream 
of Antwerp. On every full hour plus 5 minutes until that hour plus 
10 minutes, vessels should switch to Channel 16 to listen to the traffic 
list and navigation reports, issued by Antwerp Radio. 

On every full hour plus 55 minutes, Flushing Radio (Channel 14) and 
Zandviiet Radio on every hour plus 35 minutes (Channel 12) transmit 
information resarcing visibility and Traffic information. 

As soon as one of the stations reports a decrease of visibility under 
3,000 m., visibility reports are transmitted by Antwerp Radio on every 
hour plus 48 minutes. 

TUGS: Tugs for berthing at a riverside berth or entering the lock are 
ordered at River Pilot's request according to weather conditions and 
tide. Generally at Lieftkenshoek for Van Cauwelaert and Baudouin Locks 
and between Saftingen and North Ballast Fort for Zandvliet Lock. For 
super-tankers, tugs may join at Bath. Ship's lines are usually used for 
towage. If ship asks for tug lines there will be an extra charge per line. 

The number of tugs required in the dock area shall be mentioned on 
the “hailing bill”. Eventually, “according to Dock Pilot's advice” can be 
mentioned. 

Tugboats on the Scheldt belong to private companies. There are 26 
tugboats. They can assist the vessels up to the entrance in the lock. 
Inside the dock area the service is supplied by the Port Authority 
(municipal tugs). 21 tugs available, up to 2,200 h.p. 

BERTHING: Deeply loaded vessels normally moor at their berth in the 
docks 2 hours after high water or earlier, depending on geographical 
location of the berths. 

BULK HANDLING FACILITIES: Container Terminals: Private terminals 
with gantries from 40 tons to 70 tons lifting capacity. 


Hansadock : 1 terminal with 1 gantry. 
Vrasenedock 

(Left Bank) : 1 terminal with 1 gantry. 
Churchilldock : 3 terminals with in total 4 gantries. 
Delwaidedock : 4 terminals with in total 13 gantries. 
New Scheldt 

Container 

Terminal : 6 gantries in operation. 


4 container cranes at railroad container terminals; 9 quay-cranes 
(32 and 35 tons) suitable for container handling; 4 mobile container 
cranes. 

Grain: 
1. Sobelgra Terminal at Sixth Harbour dock has 5 elevators with 
capacity of 400 t.p.h. each for unloading and 2 loading towers of 
400 t.p.h. each for loading seagoing vessels. Elevators are 
combined with conveyor belts for direct transhipment or storage in 
silo (106,000 tons). Water depth 48 ft. in dock for seagoing vessels, 
24 ft. in dock for barges. Quay length 1,200 ft. 

2. Grain handling plant of S.A. des Magasins a Grains (SAMGA) at 
Lefebvre Dock. Quay length 500 m., draft 32 ft. fresh water, silo 
120,000 tons, 5 elevators on quay plus use of floating elevators. 
Discharge rate 1,100 t.p.h. Loading rate 1,400 t.p.h. into barges. 

3. Smaller installation of De Trouw (silo 10,000 tons) and De Molens 
van Antwerpen (silo 4,000 tons). 

4. Cargill Terminal for seeds at Canaldock B1: Storage capacity 
30,000 tons. 

Potash: Plant situated at Quay Nos. 152/160 in the Albert Dock, can 
accommodate vessels up to 35 ft., fresh water draft. Loading rate up to 
6,000 tons per day. Storage capacity 322,000 cu.m. 
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Ore/Coal/Phosphate: 

Antwerp Bulk Terminal (ABT): Terminal at Delwaidedock (Quays 
No. 750-752), quay length 1,000 m. Depth 55 ft. (+600 m. for barges); 
2x50 tons travelling and 5x25 tons bridges and conveyor belt system. 
Discharge rate 2,500 t.p.h. 

Antwerp Bulk Terminal (ABT): Terminal at Canaldock (Quays No. 508- 
514): 5 bridges of 25 tons for non-ferrous ores. Quay length 500 ft., 
depth 50 ft., max. discharge rate 3,000 t.p.h. average discharge rate 
2,400 t.p.h. Antwerp Bulk Terminal (ABT) also operates a terminal on 
the left bank (available quay length 700 m.) with mobile cranes. Also 
see “Report-December 1984”. 

Coal Terminal Vioeberghs: 3 cranes 10 tons. Quay length 800 m., 
Several smaller installations for coal. 


Sulphur: Transhipment installations of Duval Sales (Antwerp Cleaning 
and Storage) near Boudewijn Lock with covered storage over 
100,000 sq. ft. 
Soda: The Solvay concern has built specialised warehouses on the 
South Quay of the 5th Harbour Dock, comprising 14 silos with a capacity 
of 6,700 tons of soda products. This installation is equipped with 
10 cranes, 3 transporter bridges and 4 km. of conveyor-belt. 
Fertilisers: Besides quays of chemical plants such as Bayer and BASF 
there are specialised terminals for fertilisers mainly at 3rd Harbour Dock 
(Manuport) and Canaldock B1 (Manufert), Ferchimex (the latter used 
for fertiliser, sulphur, phosphates etc.) and Albert Dock (Northern 
Shipping Service). 
Total covered warehousing space for chemical fertilisers is 38,405 sq. m. 
Other specialised installations include: 
Refrigerated storage: 695,000 cu.m. 
Tank storage capacity: 10.7 million cu.m. 


CRANES: 
Container cranes (35/53 tons) 25 
Quay cranes (2.5/100 tons) 346 
Floating cranes (40/800 tons) 6 
Mobile cranes (5/90 tons) 122 
Loading bridges (5/50 tons) 16 
Grain elevators on quay 18 


STEVEDORES: To enable Agents to order gangs, important to obtain 
ETA Flushing before arrival. Latest time to order gangs, normal day shift 
0800 — 1545 hrs. before 0630 hrs. same day. First shift 0600 — 1345 hrs., 
before 1400 hrs. previous day; second shift 1400 — 2145 hrs. before 
1230 hrs. same day; night shift 2200 — 0545 hrs. before 1500 hrs. same 
day. First shift Monday, 0600 — 1345 hrs. before 1400 hrs. previous 
Friday. Failure to give exact ETA may result in losing 12 hours to 24 
hours and the cost of gang's idle time. No work performed on Saturday 
and Sunday unless overtime paid. 


MEDICAL: Ample medical attendance in the port. Hospital facilities 
available. 


DENSITY: Fresh water in the docks, slightly brackish in the river. 


FRESH WATER: All berths supplied by shore connections. Fresh water 
also available by barge. 


FUEL: All grades available. Minimum 24 hours advance notice 
preferred. All grades can also be supplied by barge. Tankers may not 
refuel by barge whilst working cargo or ballast. 


FIRE PRECAUTIONS: No floating objects allowed alongside during 
loading/discharge/ballasting. 


TANKERS: Five important refineries and oil storage installations, 
located at Antwerp have a total tank storage capacity of 6,947,000 cu.m. 
The total quantity of crude oil refined amounts to nearly 40 million tons 
yearly. In the vicinity of the Van Cauwelaert Locks, S.1.B.P. and Esso 
have important plants. R.B.P. is established in the 4th Port Basin, 
whereas Belgian Refining Company and Nafta (B) have their installations 
along the Canal Dock B-2. In the Southern sector of the port, on the 
River Scheidt and of an earlier construction, the Oil Terminal Antwerp 
South is situated with restricted length of 650 ft. 


Also see Table on next page. 
Chemicals, Minerals and Edible Oils: 


No. of Max. Storage 

Installation Berths Quay No. draft FW Capacity 
ft. in. cu.m. 
Havenbehandelingen S.A. 2 273/275 36 0 290,000 
Noordnatie S.A. 2 239/241 35 0 175,000 
Panocean-Eurotank NV iv 387/399 36 6 459,000 


LPG Terminal: Antwerp Gas Terminal at Left Bank for LPG tankers. 
The first phase of the construction of AGT is now completed. It 
includes construction of 4 spheres of 3,300 cu.m. each and 3 jetties. 
These are the Main Jetty, the Secondary Jetty and the Barge Jetty. Each 
jetty is “T" shaped and is equipped with Wiese loading arms provided 
with an emergency shut-off/disconnecting device. The minimum water 
depth at the Main Jetty is 11.85 m. enabling tankers handling up to 
75,000 cu.m. to berth. 
Antwerp Cleaning and Storage CY NV: This terminal situated between 
the Boudewijn Lock and the Bayer plant, is able to receive ballast water 
from tankers and other seagoing vessels, and is fitted with separators 
with a capacity of 600 t.p.h. 
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Rate 
No. Bunkers tonnes 
of Max. ex- per hour Shore facilities Spares 
Installation Berths Quay No. cee FW Installation load/disch. for dirty ballast Stores 
eu 
Fina 7 Pier 2 34 0 Yes Loading: 1500 Yes Light by truck 
Pier 3/4 32 4 Discharging: 6000 Heavy by barge 
Jetties 
429/435 40 0 
Esso 5 Pier 1/4 18 6 Yes Loading: 5000 Yes By barge 
Discharging: 6000 
Nynas Universal 3 279-285 39 0 Yes Loading: 1500 No By barge 
Refining 281/283 40 0 Discharging: 4000 
Gamatex 1 623 38 0 No Loading: 1500 No By barge 
Discharging: 2000 
Nafta B 2 641 North 50 0 No Loading: 2000 No By barge 
641 South 32 0 Discharging: 3000 
Belgian Refining 2 661-665 46 0 Yes Loading: 650 Yes Light by truck 
Company Discharging: 6000 Heavy by barge 
South Pier 2 River Quay 29 OLLW Yes Loading: 2200 Max. By barge 
River Scheldt (tidal) 32 OHW Discharging: 1400 500 tons 
CONSULS: The following countries are represented: HOLIDAYS: New Year's Day; Easter Monday; 1st May; Labour Day; 
Argentina Iceland Panama Ascension Day; Whit Monday; 21st July; Assumption (15th August); 1st 
Austria India Paraguay November; 11th November; Christmas Day. Plus the replacement days 
Bangladesh Indonesia Peru when New Year's Day; 1st May; 21st July; Assumption; 1st November, 
Bolivia Ireland Philippines 11th November or Christmas Day fall on a Saturday or a Sunday. Cargo 
Cameroon Israel Poland work can be arranged when labour available and at surcharge 100%. 
Chile Italy Portugal TELEPHONES: At shipyards and oil terminals telephone is placed on 
Colombia Ivory Coast Ruanda board or in the vicinity without extra cost for local calls. Long-distance 
Costa Rica Japan Russia calls at special request. 
uba Liberia Senegal SHIP SUPPLY SERVICE: 
Denmark Luxembourg Sierra Leone Ship-to-Shore Supply Operators: 
Dominican Republic Madagascar South Africa Alpina Transports & Affretements n.v., Ankerrui 2, B-2000 Antwerp. 
Ecuador Malta Spain Tel: 03/231.66.90. Telex: 33759. 
El Salvador Mexico Suriname Clayton of Belgium n.v., Rijksweg 30, 2680 Bornem. 
Finland Monaco Sweden Tel: 03/889.11.31. Telex: 31715. 
France Morocco Switzerland Continental Lines n.v., Klipperstraat 15, 2030 Antwerp. 
Germany Nepal Thailand Tel: 03/541.68.40. Telex: 72368. 
Greece Netherlands Turkey 1.B.S. Technical Marine Supply (Antwerp) n.v., Ijzerlaan 12/14, 2008 
Greek Maritime Office Nicaragua U.K. Antwerp. Tel: 03/231.11.28 — 03/231.11.56. Telex: 35153. 
Guatemala Norway U.S.A Kopcke Belgium n.v., Sint Michielskaai 21, 2000 Antwerp. 
Honduras Pakistan Zaire Tel: 03/238.58.46. Telex: 31916. 


REPAIRS/DRY DOCKS: 8 private drydocks for vessels up to about 
150,000 d.w.t., and 19 private repair berths. 

Besides carrying out general repairs, conversion and dry-docking of 
ships, the yard can carry out licensed repairs and are spare parts 
suppliers for the following diesel engines: 

Burmeister & Wain; Doxford; Fiat; Gotaverken; Mann; Pillstick and 
Sulzer. They also are an approved repair centre for Lips and Kamewa 


propellers. 
Dimensions of Private Dry Docks: 
No. Length Width Depth 
(m.) (m.) (m.) 
1 146.30 18.50 5.85 
2 166.40 21.15 6.50 
3 192.60 26.00 7.25 
4 206.60 27.00 1.10 
7 225.00 29.78 8.25 
5 255.00 39.40 8.70 
8 270.00 37.29 8.25 
6 312.35 50.00 9.20 
Facilities: 


Gritblasting machines for ship's sides and ship's bottom. 

Tank cleaning (2 barges available). 

Tank storage barges. 

Testing plant for anchor chains and cargo gear (up to 300 tonne test 

capacity). 

Dynamic balancing plant for motors, turbines, up to 11 tonne. 

Lifting capacity in drydocks and workshops. 

Floating crane and heavy mobile cranes. 

Specialised fuel valve repair shop. 

Apart from above yard, various smaller repair firms are available to 
carry out deck and engine repairs. They have qualified labour, 
specialised workshops but no drydock facilities. For example Messrs. 
Longueville Bros., Messrs. Locomar Inc. and Messrs. S.K.B. 
SURVEYORS: American Bureau of Shipping. Tel: 232.28.66; Bureau 
Veritas, Tel: 233.79.30/31; Det Norske Veritas, Tel: 232.69.16; 
Germanischer Lloyd, Tel: 233.74.16; Lloyd's Register of Shipping, Tel: 
232.09.40; Registro Italiano, Tel: 233.78.60. 

GANGWAY/DECK WATCHMEN: Not compulsory but recommended in 
general and specially for ships berthed at river quays because of rise 
and fall of tide. 

OPENING/CLOSING HATCHES: Normally opened/closed by crew. 
Stevedores usually helping lift beams. Tramp vessels according to 
charter party. 

CERTIFICATES: Registered Tonnage Certificate, Derat Certificate. 
CUSTOMS ALLOWANCES: 200 cigarettes or 20 cigars or 250 gm. 
tobacco per man. Spirits 0.25 litres per head. 

REPATRIATION: All arrangements for crew changes and repatriation 
can be made. 

AIRPORT: Zaventem Airport (distance 50 km.) served by regular 
airlines. Antwerp Airport Deurne (distance 15 km.) only regular service 
with Amsterdam and London (3 flights per day). Plans to extend. 
TIME: Summertime: April to September (April to October) GMT plus 2 
hours. Remainder of year, GMT plus 1 hour. 
POLICE/AMBULANCE/FIRE: Harbour Police Tel: 232.18.40; Alarm and 
Accidents Tel: 101; Ambulance and Fire Tel: 100. 
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Mercantile-Berliard n.v., Hansadok 403, 2030 Antwerp. 
Tel: 03/541.04.20. Telex: 31219. 

Offshore Europe n.v., Begijnenvest 113, 2000 Antwerp. 
Tel: 03/231.87.70. Telex: 34129. 

Titan Supply Company n.v., Sint Pietersvliet 3, bus 2, 2000 Antwerp. 
Tel: 03/234.00.66. Telex: 32655. 

Unie van Redding-en Sleepdienst n.v., Jordaenskaai 15, 2000 
Antwerp. Tel: 03/232.38.80. Telex: 31864. 

p.v.b.a. World Wide Offshore, Westdijk 72, 2100 Deurne. 

Tel: 03/886.99.11. Telex: 34472. 

IDENTIFICATION CARDS: Required. 

GARBAGE DISPOSAL: Service can be provided by local contractors. 
Contact Antwerp MARPOL Operations NV. Tel: (03) 226-7040. Fax:(03) 
226-7027, or ASBA, Tel: (03) 541 119. Fax: (03) 231 2294. 

WASTE OIL DISPOSAL: Service available from Antwerp MARPOL 
Operations NV, Steenlandiaan 3, Kaai 1103, 9130 Kallo. Tel: (03) 226- 
7040. Fax:(03) 226-7027. Capacities: Tanks 10,000 tonnes, recycling 
unit 7.5 tonnes/hour. Charges dependant on quality and quantity of 
water. Collection available using barges and/or trucks. 

SEAMAN’S CLUBS: Antwerp Seafarers Centre, Italelei 72. Tel: (03) 
233 3475. 

Antwerp Mariners Club, Noorderlaan 171. Tel: (03) 542 1458. 

Deutsche Seemannsmission, Rotterdamstraat 30. Tel: (03) 232 4308. 

Den Norske Sjomannskirke, Italelei 8. Tel: (03) 232 9361/ 233 2713 

Suomalainen Merimieskirkko, Italelei 67. Tel: (03) 232 8047. 

Svenska Sjomanskyrkan, Noorderlaan 169. Tel: (03) 541 3707. 

Dansk Somandskirke, Violerstraat 2. Tel: (03) 232 1376. 

Norwegian Government Seamen's Service, Fritidssenteret Nordahl 
Grieg, Narvikstraat 2. Tel: (03) 542 1180/1/3. 

British Sailors Society, Duboisstraat 3. Tel: (03) 233 7297. 

Swedish Government Seaman's Service, Noorderlaan 169. Tel: (03) 
541 707 
CURRENCY: Belgian Franc (BFr). 

DEVELOPMENTS: New container terminal in the river South of 
Berendrecht Lock completed and operational. Quay length 1,406 m. 
Surface area 55.4 ha. 6 container gantries installed. 

Left Bank of River Scheldt: Vrasenedock with quay length of 4,500 m. 
fully operational. Terminals for forest products, dry bulk, scrap and cars. 

At the left bank the lock (Kallo Lock) is finished. The construction of 
docks is continuing. 

Other works/investments recently finished, under-way or planned for 
the near future include: new bridges over the locks; a high bridge over 
the docks at Quay Nos. 100 — 101; new dredging equipment. 

Second Scheidt Container Terminal (North of Zandvliet Lock), 
construction to start in April 1994. Completion scheduled for 1996. 
Capacity about 600,000 TEU/year. 

Left Bank: Construction of new dock (Verrebroek Dock) starts in 1994, 
completion scheduled for end 1997, quay length about 5 km. 

New Waiting Dock for barges completed. 

Works in middie sector continue (this is area of Albert Dock’ 
3rd Harbour Dock). These docks are deepened for Panamax vessels. 
New quay walls are built. In this renovation work, the First Harbour Dock 
is filled in as well as the Old Waiting Dock for barges in order to make 
room for a new terminal. 


REPORT: December 1984 (Updated 1994). 
Bulk Handling Facilities: 
1. Antwerp Bulk Terminal (ABT): 
Canaldock B.1 Berths: 
LOA: No restriction (see “Remarks’’). 
Draft: 54 ft. fresh water at berth (see “Remarks’’). 
Beam: Discharge coal: No restriction. 
Discharge ores: Crane Nos. 1 — 3 outreach 41.6 m. 
(see “Remarks”) 
Crane Nos. 4 — 5 outreach 49.0 m. 
(see “Remarks”). 
Clear height from waterline to top of hatch coaming: 
Crane Nos.1-—3: 17m. 
Crane Nos.4-—5: 21m. 
2. Antwerp Bulk Terminal (ABT): 
Delwaidedock Berths 
LOA: No restriction (see “Remarks"’). 
Draft: 55 ft. fresh water (see “Remarks’”’). 
Beam: No restriction (see “Remarks”) 
Clear height from waterline to top of hatch coaming: 24 m. 
Remarks: 
Drafts are based on fresh water. 
For vessels over 270 m. (884 ft. 10 in.) LOA, drafts have to be reduced 
as follows: 
LOA 270 m. (884 ft. 10 in.) up to 280 m. (917 ft. 8 in.): 6 in. per 10 ft. 
(3.05 m.) exceeding 270 m. 
LOA over 280 m.: 6 in. per 10 ft. exceeding 270 m. and 3 in. per 10 ft. 
exceeding 280 m. 
The maximum LOA allowed is 300 m. 
The maximum beam in the Zandvlietiock is 45 m. 
Sailing: Maximum draft allowed is 12.19 m. from Zandvlietlock. 


REGULATIONS: Royal Decree — dated 23rd September 1992: 

Chapter IV. 

Stipulations covering vessels transporting hazardous materials: 

First Section: Stipulations relating to sea-going vessels. 

Article 27: Para 1. The hazardous materials to which the articles of the 

present section apply are spread over the following classes of the IMDG 
ode: 


Class 1 : Explosives. 

Class 2 : Gases which are compressed, liquified or dissolved 
under pressure. 

Class 3 : Inflammable liquids. 

Class 4.1 : Solid inflammable materials. 

Class 4.2 : Materials subject to spontaneous combustion. 

Class 4.3 : Materials which, on contact with water, give off 
inflammable gases. 

Class 5.1 : Oxidising materials. 

Class 5.2 : Organic peroxides. 

Class 6.1. : Toxic materials. 

Class 6.1: Infectious materials. 

Class 8 : Corrosive materials. 

Class 9 : Other materials for which experience has shown that 


they present or could present a dangerous character. 

Para 2. In order to determine whether dangerous materials of Class 1 
can explode en masse, the opinion of the Head of the Explosives Dept. 
of the Ministry of Economic Affairs is determinant. 
Para 3. The stipulations of the present section do not apply to dangerous 
materials which form part of the provisioning or the equipment of vessels. 
Article 28: Para 1. The Owner, the Operator or the Master of a vessel 
which intends to transport on the lower maritime Scheldt, dangerous 
materials for which the stipulations of Appendix 1 are applicable, is 
required to notify or to have notified this intention to the Scheidt 
Information Department. 
Para 2. For the applications of Para1 are assimilated to ocean/sea 
tanker vessels loaded with hazardous material, sea tankers which have 
been loaded with hazardous material, but for which a declaration has 
not yet been delivered, certifying that the vessel no longer contains 
hazardous material, either by an approved expert or by the competent 
authority or on behalf of this authority. 

Article 29: The notification required in Article 28, Para 1 must be made 

at least 4 hours before preparing to sail, stating: 

1. The name, call sign, nationality, length overall and draft of the 
vessel. 

. Her port of destination or departure. 

. The IMDG Class of the hazardous materials, their approximate 
quantity and the indication “General Cargo” or “Bulk Cargo”. 

. If there has been any spontaneous hearing, fire damage to the 
vessel or to the cargo or presumption of such an incident. 

. Whether there have been any incidents or shortcomings 
susceptible of reducing the normal and safe manoeuvrability of the 
vessel, of comprising safety and the facility of passage or of 
involving a danger for the environment. 

Article 30: On the lower maritime Scheldt, vessels are authorised to 

have on board the following quantities of explosive materials of Class 1 

of the IMDG Code: 

1. Danger Category 1.1 or 1.5: 30,000 kg. gross. 
2. Danger Category 1.2 or 1.3: 120,000 kg. gross. 
3. Danger Category 1.4: Unlimited quantity. 
On condition that the stowage and segregation stipulations of the 
pistons Code, or the relevant Belgian regulation quoted in Article 35, are 
served. 


Article 31: Para 1. The Master of a vessel loaded with hazardous material 

must ensure that: 

1. Transport is effected in conformity with the stipulations of the IMDG 
Code, of the IMO Code of Safe Practice for Solid Bulk Cargoes, of 
the IMO Gas Carrier Code and of the IMO Bulk Chemical Codes. 
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2. Efficient measures are taken on board the vessel with a view to 
preventing and fighting against fire in accordance with or by virtue 
of the SOLAS stipulations. 

3. In accordance with the ordinary experience of the mariner, the 
necessary measures are taken, and that there are on board written 
instructions which must be in conformity with the IMO 
recommendations, indicating the measures to be taken with regard 
to hazardous materials transported when an accident occurs or an 
incident occurs liable to present a danger. 

4. Additional instructions emanating from the competent authority and 
reinforcing the stipulations laid down in the present chapter are 
followed. 

5. Radio contact by VHF be maintained permanently with the Scheldt 
Information Department. 

6. The prescriptions relevant to signalling laid down in Appendix 1 are 
applied. 

Para 2. The Master of a sea tanker loaded with liquified gas in bulk 

covered by the IMO Gas Carrier Code must furthermore observe the 

eg prescriptions: 
A Pilot competent for the lower maritime Scheldt must be on board. 

2 Competent crew members must be available in sufficient numbers 
in order to manoeuvre the vessel in complete safety. 

. It must be ensured that there is no danger of excess pressure in the 

tanks. 

There must be permanent listening on VHF. 

The onboard radar must be functioning. 

. Cleaning, degassing and scouring of tanks cannot be effected without 

the authorisation of the competent authority. 

. Sailing is forbidden or navigation must be interrupted as much as 

possible by anchoring when visibility is equal to or less than 2,000 m. 

. The intention to anchor must be reported to the Scheldt Information 

Department. 

. The construction and equipment of the vessel must comply with the 
stipulations of the Gas Carrier Codes of the IMO, and on board must 
be valid documents attesting to this conformity issued by or in the 
name of the flag State. These documents must be produced 
whenever requested by the competent authorities, so that they may 
be able to take due cognisance of them. 
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Second Section: Stipulations relating to all vessels. 
Article 32: On the part of the lower maritime Scheidt inclusive between 
the extension of the straight line connecting the two alignment posts 
positioned approximately 1 km. upstream of the Southern extremity of 
the Antwerp quays and the straight line traced across the river at the 
level of the Southern extremity of the access channel to the Kallo Lock, 
a vessel loaded with one of the hazardous materials covered by the 
Appendices 1, 3 and 4, of the present regulation, or which after having 
been loaded with one of these materials has not yet been declared as 
degassed when it is submitted to this obligation, cannot navigate in the 
following conditions: 
1. When visibility is less than 2,000 m. 
2. At night, exc deg event of force majeure, or if the functionairies 
or Agents of the Maritime Police have lifted this ban under 
exceptional circumstances. 


Article 33: Except with the authorisation of the competent official, all 
vessels loaded with one of the hazardous materials quoted in 
Appendices 1 to 4 of the present regulation, or which have been loaded 
with one of these materials, but have not yet been declared as degassed 
when it is submitted to this obligation, may not, by derogation to the 
stipulations of Articles 6 and 7, anchor or moor in the part of the lower 
maritime Scheldt inclusive between the extension of the straight line 
connecting the two alignment posts positioned approximately 1 km. 
upstream of the Southern extremity of the Antwerp quays and the 
straight line traced across the river at the level of the sector light situated 
150 m. to the West of the Western end of the access channel to the 
Royers Lock. 


Article 34: Apart from the lights and marks laid down by the Regulation 

for Navigation in the lower maritime Scheidt: 

1. The vessels transporting hazardous material covered by the first 
appendix of the present fp eal or having on board hazardous 
residues, carry the light or the mark required in this appendix. 

2. River craft transporting hazardous material covered by Appendices 2 
to 4 of the present regulation or having on board dangerous residues, 
carry the lights and marks respectively required in these appendices, 
it being understood, nevertheless, that if they transport materials or 
have onboard residues covered by several of these appendices, they 
must carry the lights and marks prescribed for the most hazardous 
of these materials requiring the greatest number of lights and marks. 
When a convoy is involved, the lights and marks mentioned above 
are exclusively carried by the pushing tug or the propulsive vessel. 


Article 35: The following are applicable apart from that which is laid 
neo by the present chapter: 
. Royal Decree of 3rd September 1958 covering the reglementation 
of transport, storage and the sale of ammonium nitrate and of its 
mixtures. 
2. Royal Decree of 23rd September 1958 covering the general 
regulation of manufacture, storage, detention, sale, transport and use 
of explosive products with the exception of Articles 121 to 123. 
Note: The above is a translation of the French and Flemish originals, 
and they shall be the final authority on the matter. 


SHIPMASTER’S REPORT: April 1988. 
Pilotage: Pilot boards at Wandelaar or Steenbank. Pilots boarding at 
Steenbank can only use Oostgate Channel with prior permission of 
Flushing Control! and then only with a maximum draft of 5.5m. 
(dependent on tide) and for IMO Class 2 vessels if individual tanks are 
under 1,500 cu.m. 

For the outward passage the Antwerp Agent telexed Flushing Control 
on behalf of the vessel, as using Oostgate and Steenbank saves over 
60 minutes over Wandelaar if proceeding North or East. 
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Anchorage: The Netherlands Authorities are very particular about IMO 
Class 2 vessels anchoring in Netherlands waters if bound for Antwerp. 
Wielingen North near Flushing cannot be used by IMO Class 2 
vessels. Therefore vessel is to wait at Wandelaar (A1 Buoy) or at 
Antwerp. 
Entering: Full speed permitted in the Scheldt. Passage from Wandelaar 
to Antwerp takes about 6 hours. If docking at Industriedock, vessel uses 
the old lock (Van Cauwelaert). There are often considerable delays on 
entering and leaving. We waited for 3 hours outwards before entering 
the lock. 

There are no fenders in the locks so ship's fenders have to be made 
ready. Tyres are not officially allowed. 

Tugs: When entering the locks from the river it is advisable to use a 
small tug at the stern. 

For Esso Berth in Industriedock we took 2 tugs, one each at the bow 
and stern using the ship's lines. This is advisable as manoeuvring room 
is very limited when barges are present. For the outward passage it is 
advisable to have one stern tug. 

Berthing: Esso 383-Industriedock: Vessel berthed starboard side to. 
Depth alongside 12 m., max. draft allowed is 9.0 m. 

Esso 379-Industriedock: This berth is just ahead of No. 383. 
Max. draft allowed 11.0 m. The berth has a modern dolphin type jetty 
with good fenders and mooring facilities. A mooring boat runs ropes. 
Cargo: Berth 383: Ethylene is handled through a 6 in. liquid line and a 
3 in. vapour line, both on the same Chicksan. 

Storage tanks of 10,000 cu.m. are situated close to the berth. 
Maximum pressure 200 kg. Storage temperature — 102° C. Gas returned 
to ship. Maximum allowed pumping rate 600 cu.m.p.h. We achieved a 
full rate of 300 cu.m.p.h. (172 t.p.h. average). The terminal personnel 
not in attendance at jetty while pumping. 

Berth 379: Propane and Butane handled at this berth. 

General: A very good hydraulic gangway is provided. Stores are allowed 
up to 50 m. from the ship’s side. No jetty cranes available. Fresh water 
available through meter. We used Antwerp Radio for telephone calls as 
telephone on jetty out of order. This method was efficient but subject to 
interference from Ostend and PCH. 


AUTHORITY: Port of Antwerp, General Management, Havenhuis, 
Entrepotkaai 1, B-2000 Antwerp, Belgium. Te/: (03) 2052011. FAX: (03) 
2052020. Contact: E. Bruyninckx, General Manager. 


BRUSSELS: 50.51 N. 04.22 E. (See Plan) 


DOCUMENTS: Same as Antwerp and to be handed to Agent at Antwerp 

Roads, where clearance obtained. 

PILOTAGE: Notice of ETA Antwerp Roads should be given 24 hours 

beforehand to Antwerp Agent, who will apply for upper Scheldt Pilot. 

This Pilot takes over at Antwerp Roads and brings ship up Rivers Schelat 

and Rupel to Wintam Lock. Canal Pilot boards Wintam Lock. Boatmen 

service on canal optional, but advisable for ships over 164 ft. length and 

according weather conditions. Boatmen for possible mooring Wintam 

Lock Entrance always available. All locks equipped with VHF. Call and 

answer on Channel 68. 

ANCHORAGES: Use of anchors strictly regulated on canal and only 

permitted certain areas in emergency. 

RESTRICTIONS: Ships pro: upstream from Antwerp to Wintam day 

a Lin ht accordance state of tide, direction of current, length and draft. 
IZE: Overall length: 344 ft. 06 in.; Extreme breadth: 48 ft. 02 in.; 

ane draft: 19 ft. 

HEALTH: See “Antwerp”. 

RADIO: See “Antwerp”. 

VHF: All locks and tug boats equipped with VHF. 

TUGS: Normally tug joins vessel Wintam Lock. Ship's lines always used. 

Although not compulsory, towage advisable in accordance length and 

draft or weather conditions. 

BERTHING: No specific requirements for berthing in canal. Owing to 

dense traffic, ships should moor strongly. 

The Brussels’ Harbour extends over a length of 12.5 km. between 
Brussels (Sainctelettesquare) and Grimbergen (Pont-Brule). 

The Inner Port offers: 14 km. of quays and mooring berths 220,000 
sq.m. of wharf areas. 390,000 sq.m. of storage areas. 169,000 sq.m. of 
warehouses. 

Materials Quay: Length: 710 m. Number of berths: 15. Depth: 3.5 m. 

Barges Quay: Length: 710 m. Number of berths: 15. Depth: 3.5 m. 

Equipment: 1 private installation for cong. handling. 

Shipowners Quay: Length: 920 m. Number of berths: 15. Depth: 4.2 m. 

Equipment: 6 private installations for cargo handling. 

Steamers Quay: Length: 920 m. Number of berths: 15. Depth: 4.2 m. 

Equipment: 7 private installations for cargo handling. 

S20) Quay: Length: 2,000 m. Depth: 4.2 m. (along the quay wall: 
.20 m. 

Leon Monnoyer Quay: Length: 1,800 m. Number of berths: 20. Depth: 

6.5 m. Equipment: 11 private cranes from 3 to 10 tons lifting power. 

9 private installations for cargo handling. 

Heembeek Quay: Length: m. Number of berths: 4. Depth: 6.5 m. 

Equipment: 9 private installations for cargo handling. 

Industrial Harbour Section: Length: 6,000 m. Number of berths: 60. 

Depth 6.5 m. Equipment: 59 private installations for cargo handling, 

(electric cranes from 1 to 10 tons lifting power, grain elevators, belt 

conveyors, suction devices.) 

Maritime Canal: Length: 20 km. Depth: 6.5 m. Equipment: 26 private 

installations for cargo handling. 
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SPECIALISED CARGO HANDLING FACILITIES: Private cargo 
handling facilities exist in the whole of the Industrial Maritime Canal for 
tok coal, fertilisers, liquid chemicals and L.P.G. 

RIDGES: Ships can reach outer harbour with clearance of 100 ft. and 
pass under fixed bridges to inner harbour with clearance of 20 ft. Road 
bridges open on demand. Railway bridges open according timetables, 
which subject to change. 

STEVEDORES: Arrangements made by Agents. 

MEDICAL: No notice required for medical attendance. Hospital facilities 
available. In case of accident or emergency call phone number 100. 
No particular inoculations or certificates required. 

TANKERS: Oil usually imported by tank barges. No slop facilities. Max. 
draft permitted for wine tankers, gas tankers and acid carriers: 19 ft. 
DENSITY: Canal is fresh. 

FRESH WATER: Fresh potable water delivered from shore in Wintam 
Lock at average rate of 3 t.p.h. during passage through lock, and in 
outer harbour at maximum rate of 20 t.p.h. according diameter of hose. 
FUEL: All available. At least half a day notice should be given. 


FIRE PRECAUTIONS: The usual precautions to be taken by tankers 
and ships handling inflammable or dangerous goods. 
CONSULS: 

Algeria 02 537.81.33 537.82.41 

Denmark y 648.25.25 

Finland 735.40.98 

France 220.01.11 

Germany 770.58.30 

Greece 648.17.30 

Iceland §12.59.65 

Italy 537.19.34 537.90.56 

Liberia 217.23.00 

Luxemburg 733.99.77 

The Netherlands 230.30.20 

Norway 646.07.80 

Panama 733.90.89 

Portugal oe §39.35.21 

Spain si 230.03.40 

Switzerland 4 230.61.45 

Tunisia 672.75.55 

United Kingdom 217.90.00 


REPAIRS: No shipyards in Fallen but in Boom and Temse, not far 
from Brussels, and Antwerp. Minor deck and engine repairs by small 
shipyard on canal. 
GANGWAY/DECK WATCHMEN: Services of shore watchmen optional. 
OPENING/CLOSING HATCHES: Carried out by ship's crew. 
REPATRIATION: Arrangements for repatriation can be made with 
Maritime Authorities on Antwerp Roads or at Brussels with the Harbour 
Authorities. Consuls in Brussels arrange for crew changes or 
repatriations (Consulates closed Saturdays, Sundays and Holidays). 
AIRPORT: Brussels Airport served by regular airlines. Air terminal 
situated in town centre, directly connected with Airport by special railway. 
HOLIDAYS: Official Holidays: January 1st (New Year), Easter Monday, 
May 1st (Labour Day), Ascension Day, Whit Monday, July 21st (National 
Holiday), August 15th (Assumption Day), November 11th (Armistice 
Day), December 25th (Christmas). Most offices closed on Saturdays. 
POLICE/AMBULANCE/FIRE: General call, Ambulance/Fire: 100; 
Police: 101; Fire: 02/219.46.90. — 512.22.22. Police 02/517.96.11. 
TELEPHONES: Only placed for warships at one particular berth. 
SHORE LEAVE: Crew members allowed ashore without restriction. 
IDENTIFICATION CARDS: Required. 
GARBAGE DISPOSAL: No facilities available. 
WASTE OIL DISPOSAL: No facilities available. 
SEAMAN’S CLUBS: None. 
REGULATIONS: At night only main gate of outer harbour on right bank 
is open. 
GENERAL: Bus 47 near left bank and street-car 58 near right bank of 
outer harbour, lead to town centre (10 minutes). General Information 
Office situated on de Broukeresquare (town centre). Ship stores can be 
obtained, but no bonded stores. 
DEVELOPMENTS: Complete schedule for modernising canal, including 
building a larger lock, widening and deepening canal. 
AUTHORITY: Port de Bruxelles, (Port of Brussels Authority), Place des 
Armateurs, 6, 1210 Bruxelles, Belgium. Te/: 02/425.10.00. Telex: 62207. 
FAX: (02) 425.18.74. Cables: Bruportus. Contact: General Manager. 
Harbour Master: Rue de L’Avant-Port 2, Boite 1, 1210 Brussels. 
FAX: (02) 215.32.66. 


GHENT: 51.02 N. 03.44 E. (See Plan) 


PORT LIMITS: As a rule, the Notice of Readiness must be given in 
writing and will generally not be accepted by the receivers before the 
ship has berthed. Exceptionally, when the berth is occupied, the notice 
can be tendered as soon as the vessel has dropped anchor at Flushing 
or Terneuzen Roads, or has moored at a waiting berth. Strictly speaking, 
port limits are at the border between the City of Ghent and the town of 
Zelzate, i.e. at about 3 km. from the Dutch border. 
DOCUMENTS: 
Documents Needed for Customs: 

1 Cargo Manifest No. 125. 

1 Stores List. 

1 Crew List, with the list of personal effects of the crew, such as 

cameras, guns, cigars, cigarettes, tobacco, alcohol. 


Documents Needed for the Water Bailiff: 
1 Crew List. 
1 Passenger List. 

Tonnage Certificate. 

Oil Register. 

Certificate for Civil Liability when the ship carries more than 2,000 

tons of oil in bulk. 
PILOTAGE: See “General” before first port. 
ANCHORAGE: The roads of Terneuzen offer a safe and spacious 
anchorage outside the fairway, at the so-called Pit of Terneuzen and at 
the Everingen Channel. Depth is at least 49 ft. 
RESTRICTIONS: Navigation day and night. There are no restrictions 
for enteri 
MAX. SIZE: In normal practice, length 256 m., breadth 34 m., draft 
12.25 m. Fresh water. Also see “Shipmaster’s Report”. 
RADIO: All cables to Agents, receivers, etc. to be sent via Ostend Radio 
(call sign OST), eventually via Scheveningen Radio (PCH) for vessels 
coming from the North. Also see “Pilotage”. 
VHF: Contact pilot-cutters via Channel 6, Flushing Radio via Channel 
14 and Terneuzen Harbour via Channels 3 or 11. All communications 
with the Harbour Master's Office in Ghent should go via Channels 5 or 


11. 
RADAR: Scheidt Radar Chain. 
TUGS: Tugs needed for entering the locks usually meet the vessels 
near Buoy 23. The Master decides whether to use own lines or not. 
BERTHING: All docks in the port have direct access to the sea-canal. 
The quay at Sidmar Steel Factory has a depth of 13.5 m. but the draft 
is limited to 12.25 m. 
CRANES: All docks mentioned above are equipped with handy, 
powerful cranes, the majority of which are owned by the Port Authority. 
At the Sifferdok there are 4 multi-purpose cranes of 40 tons and 3 
tobogans. The Sifferdok and Zuiddok each have two bulk-handling 
gantry cranes of 15 tons and 10 tons respectively. Two floating cranes 
of 25 tons are also available. 
At the Port Arthur Quay there are 10 cranes of 5 tons, 8 cranes of 
15 tons and 2 tobogans owned by Manuport. 


BULK CARGO FACILITIES: 
Sifferdok: The installations of Euro-Silo at the end of the dock offer 
facilities for all kinds of grain and derivatives. Quay length: 475 m. 
Storage capacity: 130,000 tons heavy grain. A warehouse for flat storage 
of 40,000 tons of heavy grain. Equipment: 2 pneumatic discharge towers 
of 500 t.p.h. each; 2 screw unloaders of 700 t.p.h. each; 2 mobile cranes 
for grab discharge of barges; 2 train unloading stations of 500 t.p.h. 
each. 2 mobile and 1 fixed loading tower of 600 t.p.h. each; 2 loading 
stations for trains of 600 t.p.h. each. The Compagnie Belge de 
Manutention (CBM) situated on the left bank of the Sifferdok specialises 
in the handling of bulk cargoes such as pyrites, ores, phosphates, coal, 
cokes etc. Equipment: 2x 15 ton and 2 10 ton cranes for grab discharge 
and 2 mobile cranes of 40 tons. Also mechanical shovels for the 
discharge of bulk goods into rail-wagons. Storage capacity: 2,500,000 
tons. 

The same commodities are also handled by CBM at the Zuiddok; grab 
discharge with 10 ton cranes. 
Rodenhuizedok: The new grain silo “Ghent Grain Terminal” can 
accommodate vessels up to 80,000 tons. For unloading, there are 
2 mobile pneumatics with a capacity of 1,400 t.p.h. and a mobile crane 
with a capacity of 1,600 t.p.h. 

For loading, there are 2 mobile posts and 1 fixed post with a total 
capacity of 2,400 t.p.h. 

Vertical storage capacity is 120,000 tons. 

Horizontal capacity is 240,000 tons. 

Quay length is 800 m. 
Sea Canal — Ghent Coal Terminal: Quay length 700 m., max. draft 
12.25 m. Storage capacity 3,000,000 tons. Equipment 2 x20 ton cranes/ 
20,000 tons per day. 
Sea Canal — Sidmar: Steel plant situated on the right bank of the ship- 
canal to Ghent, with 1,050 m. quay length of which it is the exclusive 
user. Maximum depth at terminal: 13.50 m. Equipment: for the loading 
of steel sheet and coils, 1x25 ton and 1x35 ton crane. For grab 
discharge: 2 portal cranes of 25 tons each and 1x15 ton crane. 


SPECIALISED CARGO HANDLING FACILITIES: 

Fertilisers: Equipment for handling fertilisers is available at the Grootdok 
Quay No. 27 (Manuport), Middendok Quay No. 61-62 (GTS), Sifferdok 
Quay No. 83 (Stukwerkers); cranes for grab discharge, funnels and 
conveyor belts. 

Liquid Bulk: Liquid chemicals can be handled at the Rhone-Poulenc 
factory in Rieme, on the left bank of the Sea Canal, most commonly 
liquid sulphur, phosphoric and sulphuric acid. No berths for LPG carriers 
exist in Ghent. 

The Rodenhuizedok (Oiltanking) has 2 jetties for tankers up to 
80,000 d.w.t. The storage capacity is 600,000 cu.m. with possibility for 
storage of petroleum and non-petroleum products. 

In the Middendok (Locachim), there is possibility for storage of non- 
petroleum products (110,000 tons). 
pach Can be handled on the right bank of the Sifferdok (see 
“Cranes’’). 

Ro-Ro: One double Ro-Ro berth with a fixed concrete ramp is situated 
at Quay No. 101/102, and another new double Ro-Ro ramp is situated 
in the Noorddok. 

Concentrated Fruit Juice in Bulk: \n the Sifferdok, there is possibility for 
handling fruit juice in bulk with a storage capacity of 35,000 tons. 


BRIDGES: There are 3 bridges across the Ghent/Terneuzen Canal, 
namely at Sluiskil, Sas-van-Ghent and Zelzate. They open day and night, 
on signals by Pilots. 

High tension cables cross the canal at the Rodenhuize and 
Langerbrugge power-stations. Maximum air draft permitted: 48.90 m. 


MEDICAL: Agents to be advised by radio or cable if urgent medical 
assistance required. Ample hospital facilities available. 


the locks at LW for vessels with a draft not exceeding 32 ft. 
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STEVEDORES: Will be advised by Agents of ETA. Gangs must be 
ordered by noon in order to commence at 0600 hrs. next working day 
(morning shift); by 1700 hrs. to commence at 0750 hrs. next morning 
(normal working day); by 0700 hrs. to commence at 1400 hrs. same 
day (afternoon shift); by 1300 hrs. to commence at 1325 hrs. (half 
working day). 

TANKERS: There are 2 tanker berths for seagoing vessels, owned by 
Oiltanking, in the Rodenhuizedok. 3 load and discharge lines available, 
capacity 2,000 t.p.h. Each berth can accommodate ships of 70,000 tons 
with a draft of 12.25 m. maximum. 

DENSITY: Water in the docks and the Ghent-Terneuzen Canal is 
practically fresh. 

FRESH WATER: (For seagoing vessels). Supply by barge, to be ordered 
at Port Commander's Office. 

FUEL: All grades are delivered either by barge or truck. At least 24 
hours’ notice required. 


CONSULS: 
Austria Tel: 09/2224022 Mauritania Tel. 09/3888648 
Central African Mexico " 09/2254429 
Republic 09/2281081 Netherlands 09/2251816 
Chile 09/2256992 Norway "  09/2532400 
Denmark '  09/2256562 Pakistan "  09/3856343 
Finland "  09/2241667 Peru "  09/2218021 
Germany ”  09/2259168 Poland *  09/2231126 
Greece "  09/2243008 Portugal " 09/2259834 
Guatemala " 09/2231043 Spain " 09/2301324 
India "  09/2228859 Sweden " 09/2241991 
Italy "  09/2257385 Tunisia "  09/2269265 
Ivory Coast "  09/2252414 Zaire "  09/2232045 
Korea "  09/2226803 


REPAIRS: Practically all kinds of deck and engine repairs are possible. 
Radio and electronic apparatus can also be repaired. 
DRY DOCKS: There are 2 dry docks for ships with following dimensions. 
(1) length: 120 m. breadth: 13m. draft: 5.0 m. 
(2) length: 70m. breadth: 11m. draft: 3.9 m. 
ppc hs pi : All major Classification Societies have branch offices in 
ntwerp. 
GANGWAY/DECK WATCHMEN: Not compulsory, but recommended. 
Cost per watchman: Fr. 5995 per shift; Fr. 7165 per night shift and 
Fr. 8645 per shift on Sundays and holidays. 


HATCHES: Opening and closing is normally done by crew, if not 
otherwise specified by Charter-Party. 


CUSTOMS ALLOWANCES: 200 cigarettes or 50 cigars or 250 gm. 
tobacco or 100 cigarillos. Wine is practically free. Spirits, one opened 
bottle per crew member. 


CARGO GEAR: Either shore or ship's gear may be used. 91 cranes 
available, several 40 ton (2 multi-purpose) cranes and 2 floating cranes 
of 25 ton capacity. 


REPATRIATION: All arrangements for crew changes and repatriation 
can be made. 


AIRPORT: Brussels (70 km.), Ostend (65 km.) or Antwerp (60 km.). 


TIME: Summertime, GMT plus 2 hours, from beginning of April to end 
of September. Otherwise, GMT plus 1 hour. 

HOLIDAYS: New Year; Easter Monday; Labour Day (1st May); 
Ascension; Whit Monday; National Day (21st July); Assumption (15th 
August); All Saints (ist November); Armistice (11th November); 
Christmas Day. Work on these days possible at special overtime rates. 
POLICE/AMBULANCE/FIRE: Dial 100 for any emergency. Dial 101 for 
Police assistance. Harbour Master's Office: 51.04.57 or by VHF, 
Channels 5 and 11. 

TELEPHONES: Only placed on board visiting warships. 

SERVICES: All kinds of special services are available, e.g. tank- 
cleaning, reception of waste oil, discharge of tank-washings or slops, 
compass adjusting, etc. 

BANKS: Banks near to the Port: 


Bank Brussel Lambert open from 0900 hrs. until 1230 hrs. 


Muidepoort 8 1400 hrs. until 1600 hrs. 
9000, Ghent Friday until 1700 hrs. 
Tel: 09/2510239 

Kredietbank open from 0900 hrs. until 1230 hrs. 
Doorzelestraat 35 1400 hrs. until 1630 hrs. 
9000, Ghent 


Tel: 09/2256141 


Generale Bankmaatschappij open from 0900 hrs. until 1230 hrs. 


Stapelplein 31 1400 hrs. until 1600 hrs. 
9000, Ghent Friday until 1700 hrs. 
Tel: 09/2231386 

A.S.L.K. open from 0900 hrs. until 1230 hrs. 
Voormuide 41 1330 hrs. until 1600 hrs. 
9000, Ghent Friday until 1830 hrs. 


Tel: 09/2256206 

STORING: See “Prelims”. 

(1) Truck. 

(2).=> 

(3) Yes. 

(4) Yes. 

(5) = 
(6) Yes. 
SHORE LEAVE: No restriction of any kind. Seaman's book is sufficient. 
SEAMAN’S CLUBS: Stella Maris, Hoge Weg 71, Ghent. Tel: (91) 
ee. ep Free bus service every day to Stella Maris, city centre and 

ack. 


Saturday 0900 hrs. until 1200 hrs. 


Departure: 
Time From 
(hrs.) 
(a) 1800 Grootdok, Rigakaai (berth) 
1810 Noorddok, Middendok, Zuiddok (on the main road) 
1820 Stella Maris (Seamen's home — closed on Friday) 
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(b) 1840 Sidmar (berth) 
1845 Rodenhuizedok — Ghent Grain Terminal (berth) 
1850 Vamo Mills — Ghent Tanking (berth) 
1855 Ghent Coal Terminal (berth) 
1900 Texaco Chemical Plant (gate) 
1903 Petroleumdok (gate) 
1905 Sifferdok (from berth No. 104 to 83 on main road) 
1920 Stella Maris (Seamen's home, telephone, mail box) 
1930 City Centre (Arrival Korenmarkt — General Post 
Office) 
Return: 
from City Centre and Stella Maris to 
(a) 2230 Grootdok, Rigakaai, Zuiddok, Midden and 
Noorddok 
(b) 2300 City Centre to Stella Maris, Sifferdok and Sidmar 


For excursion and shopping in town contact your agent or Port of Ghent, 
Tel: 51.05.50. 

Reception Department: For many years the port of Ghent has been 
promoted not only as a modern, versatile and dynamic port, but also as 
the “friendly port’, a port where the human being is still at the centre. 

In co-operation with the Ghent City Administration, the Ghent Port 
Authority has set up a whole range of services which are mainly focussed 
on the human aspect of the otherwise tough harbour business. 

In most ports all over the world, Port Managers do their utmost to 
handle vessels and cargoes as efficiently as possible, but in doing so 
they very often forget the human beings crewing those vessels as well 
as the people working in the port. 

Since 1971, a staff member of the Reception Department goes aboard 
each sea-going vessel calling at Ghent to welcome both the Master and 
crew, to supply some general information on the port and the city and 
to inform them about the services provided by the Reception Department 
of the Ghent Port Authority. 

On the same occasion, an English summary of the most important 
movies being played in Ghent at that particular moment is put at the 
seaman’s disposal. This information is handed over to the Master, 
together with a touristic leaflet and another brochure containing a lot of 
useful information on the port and the city of Ghent. 

In April 1979, the Board of Burgomaster and Alderman acquiesced in 
the Ghent Port Authority's proposal to maintain a shuttle bus service 
between the port area and the city centre for the benefit of the crew of 
sea-going vessels mooring in Ghent port. 

This proposal was made because a large number of vessels are 
crewed by people originating from countries with a poor standard of 
living. Otherwise, as public transport between the spacious port area 
and the city centre is almost non-existent, those seamen would have to 
pay an expensive taxi ride. 

During the day, sightseeing tours of the town are made. The seamen 
are driven and escorted by a Dockmaster giving the necessary touristic 
explanation during the tour. 

On those sightseeing tours seamen usually have the opportunity to 
do some shopping in the town centre during a couple of hours, what is 
at the same time profitable to the local tradesmen. 

Furthermore, all kinds of sports activities are organised for the purpose 
of the visiting seamen. Transport to and from the sports field, sports 
halls, swimming pools and so on is organised by the Reception 
Department too. 

For some years, those seamen are collected about 1800 hrs. and 
driven to the sailor's home or to the city centre. About midnight, they 
are collected once more and driven back to their vessel. 

GARBAGE DISPOSAL: Skips and garbage containers can be provided 
through ship's agent or Port Authority. Tel: 09/2510457 or VHF 
Channel 11. 

WASTE OIL DISPOSAL: Small barge and tanker trucks are available 
and can be ordered through ship’s agent or Port Authority. Tel: 09/ 
2510457 or VHF Channel 11. 

CURRENCY: Belgium Franc. U.S.$1.00 = 35.30 BEF (20.3.94). 


SHIPMASTER’S REPORT: July 1983. 

Terneuzen: Terneuzen locks are used to come into the canal system to 
Ghent. The authorities are extremely strict on the draft being 12.25 m. 
or less so Masters should be warned when loading max. cargo for Ghent 
not to go over 12.25 m. 


AUTHORITY: Havenbedrijf Gent, J.F. Kennedylaan 32, 9042 Gent, 
Belgium. Tel: 09/2510550. Telex: 11460. FAX: 09/2515406 and 09/ 
2516061. Contact: Captain A. De Wilde, Director General. 


LIEGE: 50.38 N. 05.34 E. (See Plan) 


LOCATION: The Port of Liege comprises 24 public docks and quays 
along the banks of the Meuse and the Albert Canal, near the border 
with the Netherlands. 

APPROACHES: Depth on Albert Canal from Antwerp to Liege is 3.4 m. 
Depths on River Meuse range from 2.4 m. at Namur to 3.4 m. in Liege. 
Merksem Bridge on Albert Canal, 6.7 m. air draft and Arches Bridge on 
River Meuse has 6.8 m. air draft at normal times. At times when water 
is high make enquiries at the “Office de la Navigation” (Tel: 041- 
67.70.48). 

pee SIZE: Largest Vessel: LOA 134 m. Max. beam 12.5 m. Max. draft 

4m. 
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BERTHING: 22.1 km. of public quays; 8 km. of private quays. One 
sheltered dock, 110 m. long, 26 m. breadth equipped with 4 warehouses, 
10,000 sq.m. total storage area, good road and rail connections. 
170 berth marina. 

Ro/Ro Facilities: Ramp at the Port de Seraing for loads up to 1,200 
tonnes. 


Berths: 
Length Depth 
(m.) (m.) 

Port of Monsin 
(a) South Dock 1,225 3.00 
(b) North Dock 896 3.00 
(c) Albert Canal 790 3.00 
(d) In Meuse 1,150 not available 
(e) Little Dock in Meuse 190 1.50 
(f) Sheltered Dock 220 3.40 
(g) Triangular Dock 71 2.50 
Petroleum Port of Wandre 1,985 2.80 
Port of Coronmeuse 952 2.50 
Port Van Beneden and de Gaulle 151 2.50 
Port of the Croisiers-Cheravoie 158 2.50 
Port of Renory (Container Terminal) 1,691 2.50-—3.00 
Port of Sclessin 450 2.50 
Port of Ougree 422 2.50-—3.40 
Port of Jemeppe 1,043 2.50 
Port of Seraing 550 2.50 
Port of Ilvoz-Ramet 880 2.50 
Port of Flemalile-Haute 730 2.80 
Port of Engis-Ehein 699 3.00 
Port of the Ardennes 338 1.80 
Port of Argenteau 962 2.40 
Port of Semeries 458 3.00 
Port of Herstal 675 3.00 
Pleasure Port 835 2.50 
Port of Tihange 479 2.50 
Port of Ampsin 675 2.50 
Port of Ombret 570 2.50 
Port of Statte 1,030 2.50 
Port of Eclatement (Herstal) 855 3.00 
Port of Lanaye 2,405 3.00 
Port of Vise 840 2.50 


CRANES: 140 gantry and mobile cranes. 

BULK HANDLING FACILITIES: All quays have facilities to load and 
discharge bulk cargoes. Silos for storage of sand and gravel also 
available. 

TANKERS: Facilities at Wandre. Storage capacity of 240,000 cu.m. 
FRESH WATER: Available. 

AIRPORT: At Bierset, distance 20 km. 

DEVELOPMENTS: Albert Canal is being improved. 

GARBAGE DISPOSAL: Not available. 

WASTE OIL DISPOSAL: Not available at present time. 

SEAMAN’S CLUBS: None. 

CURRENCY: Belgium Franc. U.S.$1.00 = 36.78 BEF (28.2.94). 
AUTHORITY: Port Autonome de Liege, Quai de Maestricht 14, B-4000 
Liege, Belgium. Tel: (041) 235909. Telex: 42656 Port Lg B. FAX: (041) 
231109. Contact: R.Planchar, General Manager. M.J. Namotte, 
Administrative Manager. M.D. Simonet, Business Manager. M. Dupond, 
Harbour Master. 


NIEUWPOORT: 51.09 N. 02.43 E. 


DOCUMENTS: Immigration requires: 

Ship's Papers 

2 Crew Lists 

2 Passenger Lists 

Passport or Seaman's Books 
PILOTAGE: Compulsory. Pilot station at inner end of West Pier. 
ANCHORAGES: Good anchorage available in roads. 
MAX. SIZE: Largest vessel 82 m. LOA, 5 m. draft. 
VHF: Pilots operate on Channel 9. 
TUGS: No tugs available. 
BERTHING: Harbour entrance formed by two parallel piers running N.W. 
— S.E. giving access to inner harbour through straight channel. Wharf 
of 1,200 m. length. Depth in channel and harbour 3 m. at MLWS. Tidal 
range 4m.—5m. 

Yachting harbours with a capacity of 2,000 yachts. 
CRANES: 3 ton and 5 ton cranes available. 
MEDICAL: Hospital facilities at Veurne (10 km.). 
FRESH WATER: Available. 
FUEL: Light and heavy gas oil available. No coal. 
REPAIRS: Small repairs only. 
AIRPORT: Middiekerke, 10 km., distant. 
GARBAGE DISPOSAL: Drums and skips placed alongside. No 
charges. 
WASTE OIL DISPOSAL: Small amounts can be handled in 50 litre 
drums. Contact Teco, Tel: 237415. 
SEAMAN’S CLUBS: None. 
CURRENCY: Belgium Franc. 
AUTHORITY: Maritime Commissioner (Harbour Master), Langestraat 
89, 8450 Nieuwpoort, Belgium. Tel: 058-233045. FAX: 058-233045. 
Contact: J. Van der Mijnsbrugge, Harbour Master. 


(See Plan) 


OSTEND: 51.14 N. 02.55 E. 


DOCUMENTS: 

2 Crew Lists or Passenger Lists. 

4 Cargo Manifests. 

2 Copies Bills of Lading. 

3 Freight Lists prepared by Agents. 

2 Customs Provision Lists prepared by Agents. 

General Declaration prepared by Agents. 

Customs Declaration outward bound prepared by Agents. 
PILOTAGE: (a) From Pilot boat between “S.W. Akkaert” and “A.1" 
lightbuoys. Black hull, white number forward on both sides of hull, yellow 
funnel black top. Displays by day at top of mast, red square flag with 
letter “P” in white; by night lights prescribed by International Regulations. 
Contact pilot boat: Channel 6 VHF. Morse or flag signal: G.8. In low 
visibility: sound signal G.8 to be made at least 3 seconds after usual 
fog signal. Pilot boat answers with sound signal “H” at least 3 seconds 
after sounding prescribed fog-signal. 

Anchorage awaiting Pilot: Anchor to the N.W. of S.W. Akkaert 
Lightbuoy. Depths at least 18 m. MLLWS. Advice from pilot boat VHF 
Channel 6. If Pilot boat not on station, shipping informed by Ostend 
Radio in radiotelephonic frequency 2761 kHz (108 m.) announced on 
2182 kHz (137 m.) on following hours: 0103 — 0803 — 1303 — 1603 and 
2103 GMT. 

(b) From Pilot Station Ostend. ETA to “Pilot Station Ostend” via 
“Radio Ostend" at least 3 hours before arrival. Harbour Pilot boat will 
meet as far as Lat. 51° 15’ 30” N., Long. 2° 52’ E. Pilot boat shows by 
day: red square flag white “P”; by night: international prescribed lights. 
Anchorage: Lat. 51° 15’ 30” N., Long. 2° 52’ 48” E. Depths: at least 7 m. 
MLLWS. Pilot Station Ostend operates VHF Channel 9 (only for Pilotage 
matters). 

RESTRICTIONS: Traffic signals in accordance with IALA are shown at 
end of Eastern harbour entrance pierhead. 

MAX. SIZE: Entrance of lock to Commercial Docks restricted to 
max. length 124 m., max. beam 57 ft. 6 in. and draft max. 24 ft. Entrance 
to lock of Fishing Port restricted to ships with max. length 90 m., 
max. beam 50 ft. and max. draft 23 ft. Harbour channel restricted to 
30 ft. draft. 

HEALTH: Pratique obtained from Belgian Pilot. Any advice on health 
matters also obtainable from Pilot services. 

RADIO: Ostend Radio — OST. 

TUGS: Government tug 1250 h.p. available, meets outside harbour. Tug 
lines optional; (if demanded from Government tug) charge according to 
tariff (59/701100). 

BERTHING: According draft. Any specific instructions given by Harbour 
Pilots or Agents. 

BULK HANDLING FACILITIES: Ro/Ro berths in timber dock and on 
deep water quay with facilities for loading and unloading containers. 
STEVEDORES: ETA advices week-days before 0600 hrs. For Saturday 
or Sunday work advise before 1500hrs. Fridays. All stevedoring 
arrangements made by Agents. 

MEDICAL: Advance notice to Agents for medical attention 6 hours 
before arrival. Hospital services available. Medical information can be 
obtained on R/T via Ostend Radio. 

TANKERS: Only small coastal tankers. Only discharge in Fishing Port. 
Max. length 285 ft., max. beam 50 ft., max. draft 23 ft., or Ostend-Bruges 
canal, max. length 312 ft., beam 57 ft., max. draft 21 ft. (16th May — 16th 
October); max. 18 ft. (16th October — 16th May). 

FRESH WATER: Available quayside in docks. Rate delivery approx. 
15 t.p.h. 

FUEL: All grades. 


(See Plan) 


CONSULS: 
Austria Germany Portugal 
Chile Guatemala Sweden 
Denmark Monaco United Kingdom 
Finland Norway Uruguay 
France 


REPAIRS: All types deck and engine repairs. 

DRY DOCKS: In Fishing Port 2 slipways available, one 1,000 tons 
deadweight, the other 500 tons; a 1,750 tons shiplift along the waterway. 
One floating dry dock of 5,700 tons in Government berths. 
GANGWAY/DECK WATCHMEN: Not necessary. If required, cost 
approx. +5,500 frs. per shift of 8 hrs. 

OPENING/CLOSING HATCHES: Normally carried out by crew. Can be 
done by stevedores but will then be charged. 

CERTIFICATES: Load Line, Tonnage, Radar and Radio Certificates. 
TOBACCO ALLOWANCE: 200 cigarettes or 100 cigarillos or 50 cigars 
or 250 gm. tobacco. Fresh supply weekly. 

WINE AND SPIRIT ALLOWANCE: 1 litre per man in opened bottles. 
CARGO GEAR: No additional requirements. 

REPATRIATION: Through Immigration Officers and Maritime Police, 
Tel: 500925 and 500926. 

AIRPORT: 3 miles from port, served by regular airlines. 

TIME: Local time GMT plus 1 hour. GMT plus 2 hours in Summertime. 
HOLIDAYS: New Year (1st Jan.); Easter Monday (changeable); Labour 
Day (ist May); Ascension Day (changeable, in May); Whit Monday 
(changeable); Independence Day (21st July); Our Mary Ascension Day 
(15th Aug.); All Saints’ Day (1st Nov.); Armistice Day (11th Nov.); 
Christmas Day (25th Dec.). Cargo work can be arranged on those days 
at sufficient notice. 

POLICE/AMBULANCE/FIRE: Police Tel: 701111 
Ambulance Tel: 900; Fire Tel: 701010 and 701086. 
TELEPHONES: No arrangements for placing on board. 
SERVICES: Compass adjusting, radio and radar repairs. 
DEVELOPMENTS: New deep water quay with max. depth 8.0 m. LLW, 
to be increased to 10 m. in the near future. 

AUTHORITY: Stad Oostende, Havendirectie, Slijkensesteenweg 1, 
8400 Ostend. Te/: 059-321669, 059-321687. Telex: 81281 (Osthav B). 
FAX: (059) 330387. Contact: Raphael Ghys, Harbour Master — Director. 


and 701057; 
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ZEEBRUGGE: 51.20 N. 03.12 E. (See Plan) 


BRUGES: 51.13 N. 03.13 E. 


PORT LIMITS: A line drawn between the seaward end of the East and 
West jetties. 
DOCUMENTS: 

1 List of Dangerous Goods. 

2 Crew Lists or Passenger Lists. 

4 Cargo Manifests. 

2 copies Bills of Lading. 

3 Freight Lists (prepared by Agents). 

2 Customs Provision Lists (prepared by Agents). 

1 General Declaration (prepared by Agents). 

1 Customs Declaration, outward bound (prepared by Agents). 

Certificate of Registry. 

Tonnage Certificate. 

Bill of Health. 

Derat Certificate. 

Oil Record Book. 

Certificate of Insurance in respect of Civil Liability for Oil Pollution 

Damage. 

Safety Certificates. 

PILOTAGE: Compulsory. Notice of ETA and request for a Pilot must 
be made at least 6 hours in advance to “Pilot VTS Wandelaar”, through 
Oostende Radio, Channel 16, or Tel: 32-(0)50-55.08.01, Fax: 32-(0)50- 
54.74.00, Telex and Satcom: 81417. Message to contain ETA Pilot, draft 
and destination. 

First reporting is by VHF on Channel 65 to Traffic Centre Wandelaar, 
1.5 hours before entering traffic zone (Line — A Noord Buoys to A Zuid 
Buoys). 

The Pilot boards the vessel near the A1 Buoy (14 miles N.W. of the 
port, co-ordinates Lat. 51° 22.5’ N., Long. 02° 53.5’ E.) or for small 
vessels near the Scheurzand Buoy. 

Pilotage Service Addresses: Ostend: Sir Winston Churchillkaai 2, 
B-8400 Oostende. Tel: 059-55.28.11. 

Zeebrugge: Loodswezenstraat 30, B-8380 Zeebrugge-Brugge 5. 
Tel: 050-54.50.72. 

ANCHORAGE: Safe anchorage in Zeebrugge Roads for vessels 
drawing up to 9.70m. Vessels drawing more than 9.70 m. will be 
anchored if needed around “A1” Buoy. 

RESTRICTIONS: Vessels with a draft of over 12.0 m. are dependent 
on tide for entry. 

Access Channel: “Pas van het Zand”, beaconed; 2,000 m. long, 
600 oe wide; depth Z (— 13.5 m.) LLWS over a width of 300 m.; direction 
N.W./S.E. 

TIDES: Tidal Currents: Rising tide: direction S.W./N.E., average velocity: 
2 knots. Outgoing tide: direction N.E./S.W., average velocity: 2 knots. 
Tidal Differences: Mean tide: +4.35 m. at HW; +0.70 m. at LW; +4 m. 
from 50 minutes before HW to 1.20 hours after HW; +3 m. from 
1.40 hours before HW to 2.50 hours after HW. 

Spring tide: +4.70 m. at HW; +0.40 m. at LW. 

Neap tide: +3.82 m. at HW; +1.05 m. at LW. 

MAX. SIZE: Vessels up to 350 m. and 55 m. beam can be accepted in 
Outer Harbour. Max. draft is 14m. (keel clearance 1.80 m.). Inner 
Saget LOA 400 m., beam 48 m. and draft 51 ft. (to be increased to 
55 ft.). 

For Bruges: Max. beam 19 m., max. draft 6.75 m. 

HEALTH: Pratique is normally given at pilot station provided health 
situation satisfactory. Any advice on health matters also obtainable from 
pilot service. 

RADIO: Ostend Radio (VHF Channel 16) used for all messages. 
VHF: Pilotage: Contact Traffic Centre Wandelaar on Channel 65. Port 
Control: (V.T.S.): Channel 71 (continuous watch). Lockmaster and inner 
port: Channel 13 (continuous watch). Tugs: Channel 71 (continuous 
watch) working on Channel 71, 13 and 8. 

TUGS: Tugs join the vessel near “Scheurzand” Buoy. 

Tugs available on 1 hour's notice; extra tugs available on 4 hours 
notice. 

From “Scheurzand” Buoy more than 4 tugs can be available with 
notice of 4 hours. Tugs range from 2,500 h.p. to 4,000 h.p. (38 to 45 tons 
bollard pull). Applications to Zeebrugge Port Control VHF Channel 71. 

Towage service address: Unie van Reddings-en Sleepdiensten 
(U.R.S.) c/o Zeebrugge Shipping and Bunkering Co. N.V., Minister 
Beernaeststraat 9, 8380 Zeebrugge. Tel: 050-542411. Telex: 81138. 
Salvage: Via Ostend Radio, Via Port Control VHF Channel 71; or via 
U 


RS. 
BERTHING FACILITIES: Outer Harbour: 
Harbour Mole: Leopold I! 


Quay No. Length Depth at LLWS 
(m.) (m.) 
101, 102, 103 450 10.5 
104, 105, 106 (part) 375 9.0 
106 (part), 107, 108, 109, 110 746 7.2 


Cranes: 6x8 ton, 2x8 — 16 tons and 2x3 ton. 

Quays No. 106 and 107 used by North Sea Ferries. Two pontoons 
each with a ramp connected to a central platform. Two Ro-Ro ships can 
be loaded/discharged at the same time. 

Car Ferry Terminal: Quays No. 111, 112 — 2 public Ro/Ro berths. Quay 
No. 201 — 1 private berth. Quay No. 110 — One double deck, double 
lane ramp. All in use by P & O European Ferries. 

Ramps: 253 m. Width of the bridge, including 2 separate protected 
footpaths for passengers: 7.10 m. Max. load capacity: 400 kg./sq.m. 
(heavy articulated loads to a maximum of 60 tons with an axle load of 
20 tons over 4 wheels). 

Berths: 2, on both sides of a line of 6 dolphins with a diameter of 
10 m., linked with a gangway length: 145 m. Water depth: 7 m. at LLWS. 

Ships: Max. length allowed, no limitation. Max. beam allowed: 
21.20 m. with the ship’s axis in line with the ramp axis (ships of 33 m. 
beam, however, can berth obliquely, or out of axis). 
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Western Peninsula: Area: 18 ha. Total quay length: 1,615 m., of which 
4 m. with a water depth of —13 m. (LLWS), quay height 8 m. above 
LLWS. 

West Quay: Quay No. 201: 90 m. of connecting quays. Quay No. 202, 
203: 725 m. for Ocean Container Terminal Zeebrugge (31 ha.). Gantry 
cranes: 245 ton and 1x35 ton. Storage area 10,000 TEU. Straddle 
carriers: 1435 ton. Forklifts 15x2 ton - 30 ton, 1 trailer tractors, 
2 tractors, slots for reefer container. 

North Quay: Quay No. 204: 205 m. for OCZ and waiting quay. 

East Quay: Quay No. 205, 206: 595 m. for Ocean Container Terminal 
Zeebrugge. Gantry cranes: 240 tons. 

Quay No. 207: Jetty for lighters. 

The Pacific Ferry Terminal: Area: 8 ha. Quay No. 208: Berth for ferry 
ships. Length: 195m. Width: 25m. Water depth: —6.70 m. LLWS. 
1 ramp, length: 50 m. Width: 9.6 m. Max. size: 193 m. LOA, 18.5 m. 
width. Quay No. 209: Jetty for lighters. 

The Short-Sea Container Terminal (S.C.T.): Area: 9.5 ha. Quay Nos. 
210, 211, length 270m. Terminal for loading/discharging container 
vessels. Water depth: —7 m. LLWS. Quay height: 7.30 m. above LLWS. 

2 berths for container vessels. 2 gantry cranes (Peiner) of 30 ton 
SWL. 2 Peiner straddle carriers (30 tons). Fork lift trucks and tractors. 
Capacity 2,200 TEU's. 

The Swedish Quay: Area: 12.4 ha. Quays: No. 702, 703, 704 and 705. 
Length 825 m. Water depth: —14m. to —18m. LLWS. Quay height: 
8 m. LLWS. 

Sea-Ro Terminal: Area: 12.4 ha.; 2 Ro/Ro berths (702,703) equipped 
with MacGregor pontoon (50 m. x 33 m.); 1 Ro/Ro berth (705) equipped 
with ramp; mobile crane. 

The Brittannia Dock (operated by Sea-Ro): Quays No. 608 and 613 
equipped with a pontoon for Ro-Ro vessels. Water depth —8 m. to —5 m. 
LLWS. Linkspans with 80 ton and 88 ton SWL, all size Ro/Ro equipment. 
L.N.G. Terminal: Ships up to 280m.; draft 11.80 m.; water depth 
—13.0 m.; 3 L.N.G. tanks, each 81,000 cu.m.; length of jetty 320 m. 
Other Installations: Bunkering station: 5 tanks, total capacity: 20,450 
cu.m. (bunkering from lighter, however, is possible on all quays). 

Gas freeing station (near Bunkering station), capacity : 4,000 cu.m. 
in gaseous nitrogen. 

Maritime station: Equipped for the embarkation and disembarkation 
of cruise-ship passengers (hall, banking services, refreshment rooms, 
etc.). 

Tank storage for molasses, 10 tanks with a total capacity of 87,350 
tons. Quay No. 106 for tankers up to 200 m. LOA and max. draft 32 ft. 
Inner Port at Zeebrugge: The water level in the inner port is at Z 
(+3.50 m.) LLWS. 

Pierre Vandammelock: Length: 500m., width 57™m., sill depth: Z 
(—15m.) LLWS. The water depth in the lock is (15m. +3.50 .) = 
18.50 m. 

The Visart Sealock: Length: 210 m., width: 19.70 m., sill depth: —5.50 m. 
LLWS. The usable water depth in the lock varies between 5.50 and 9 m. 
The Connection Dock: Length: 3,200 m. from P. Vandammelock to 
Baudouin Canal. Width: 210 m. at sealock exit, widening to 400 m. in 
first section, 600 m. in front of East quay of North inlet basin, and again 
400 m. in front of West quay of same basin to Baudouin Canal Depth: 
from sealock to North inlet basin Z (—15 m.) from North inlet basin to 
Baudouin Canal Z (—5 m.) 

The North Inlet Basin: Length: 1,130 m. with a width which varies 
between 275 m. (South end) and 225 m. (North end). Depth Z (—11 m.) 

Quays: East Quay Nos. 402, 403, 404: Length 890 m. Belgian New 
Fruit Wharf 400 m. quay (402, 403) has 6 fully insulated sheds. 

C.T.O., Quay (404-405) has 2 insulated sheds, one open timbershed 
and 2 covered general cargo sheds. 

Cranes: 2 electric travelling cranes 8 — 16 ton, 2 mobile Gottwald 
cranes 8 ton, mobile Gottwald crane 20 ton and 3 cargoveyors. 

West Quay Nos. 408, 409, 410, 411, 412: Length 1,130 m. Combined 
Terminal Operators (CTO) Quay Nos. 408, 409, 410 has 600 m. quay. 
Equipped with a Ro-Ro pontoon and a general cargo warehouse (6,000 
sq.m.), bulk shed (30,000 cu.m.), forklifts 3 — 42 tons, tugmasters, 
flatbeds, bagging installation. Zeebrugse Behandelings Maatschappij 
(ZBM) has 530 m. quay (No. 411 and 412) with one general cargo shed 
and 2 fully insulated sheds for storage of fruit by Andrew's Fruit Wharf. 

Cranes: 3 electric cranes 8 — 16 ton, 2 mobile Gottwald cranes 40 ton 
and 3 pallet-veyors. 

South Inlet Basin: (A) Cast Europe Belgium Terminal (East side of the 
dock): 38 ha. of which 25 ha. surfaced. Quay length: 510 m. Water 
depth: 18.0 m., no tidal difference. Berths: 2 (Quays No. 531 and 532). 
Gantry cranes: 3x50 ton SWL. Capacity: 120 boxes per hour. Straddle 
carriers: 1433 ton. Tractors: 58. Trailers: 120. 

(B) ZBM, Terminal for bulk (West side of the dock): Surface area: 80 ha. 
Quay length: 600m. Water depth: 18.00 m. Quays: 501 and 502. 
Cranes: 2x35ton gantry cranes and 2x28ton mobile cranes. 
Bulk facilities: 2 stacker/reclaimers. Stacking capacity: 4,500 t.p.h. 
Reloading capacity: 2,000 t.p.h. Total length of conveyor belts: 1,810 m. 
The Prince Philip Dock: Length: 560 m., width: 200 m., depth: 8.40 m. 

North Sea Ferries (disused): Ro-Ro platform length 24 m., width 

7.8 m. max. load 60 ton, 20 ton per axle. 

The Former Ferrydock: Length: 500 m. Width: 130 m. Depth: 8 m. 

The Baudouin Canal: Length between the old sealock and the bridge 
at Dudzele: 5.5 km. Width at water surface: 70 m. Width at bottom: 22 m. 
Depth: 6.40 m. Quays, with a length of 450 m., in front of the coke and 
glassworks. 

The Turning Area behind the Old Sealock: Length: 500 m. Width: 175 m. 
Depth: 8 m. 

Inner Port at Bruges: 

The Baudouin Canal: Length between the bridge at Dudzele to the 
entrance of the West dock: 4,950 km. Width at water surface: 125 m. 
Width at bottom: 77 m. Depth: 8 m. 

The East Dock: Length: 370 m. Width: 90 m. Depth: 8 m. 

The West Dock: Length: 550 m. Width: 90 m. Depth: 8 m. 

The Industrial Dock: Length: 1,080 m. Width: 125 m. Depth: 8 m. 

The Junction Lock: Length: 115 m. Width: 12 m. Sill depth: 4 m. 
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Quays: Cranes: 25 ton, 2x8 ton. 


Berth No. Dock Length 
1 — 2-3 (Quenastkaai) East Dock 389 m. 
4 — 5 (Kaap Hoornkaai) East Dock 228 m. 
6 (Albertakaai) East Dock 148 m. 
7 —8 —9 (Graaf Visartkaai) West Dock 315m. 
10-11-12-13-14 

(Julius Sabbekaai) West Dock 520 m. 


BULK HANDLING FACILITIES: Cereals: 

Borlim nv: Head Office: Lanceloot Bilondeellaan, B-8380 Zeebrugge- 
Brugge 5. Tel: 050-54.48.61. 

Storage capacity: 9 silos, total capacity: 35,000 tons. Discharge 
capacity: 150 t.p.h. Loading capacity: 300 t.p.h. 
snes and quay length: total shore length: 160 m., actual quay length: 


m. 
Dumingra, Pathoekeweg 32, B-8000 Brugge 1. Tel: 050-31.51.61. 
Storage capacity: 2 silos, 11,300 tons. 

H.E.L.B., Krakeleweg 34, B-8000 Brugge 1. Tel: 050-31.50.24. 

Storage capacity: 95 cells, 10,000 tons. 

Voeders Huys, Krakeleweg 28, B-8000 Brugge 1. Tel: 050-31.80.38. 

Storage capacity: 84 cells, 8,000 tons. 
a4 aes , Pathoekeweg 68a, B-8000 Brugge 1. Tel: 050-31.80.08 — 016- 

Storage capacity: 34 cells, 15,000 tons. 

C.T.O., Noordelijk Insteekdok: V.S.A., Kaai B-8380 Zeebrugge 
-Brugge 5. Tel: 050/545464. Telex: 61608 — flatsilo of 35,000 cu.m. — 
bagging installation. 

oal and Ore: Zeebrugse Behandelings Maatschappij (ZBM). Zuidelijk 

Insteekdok, Bastenakenkaai, B-8380 Zeebrugge-Brugge 5. 

Tel: 32(0)50-59.99.15. Head Office: C.B.M., Sea-invest Group, 

Skaldenstraat 1, B-9042 Gent. Tel: 32(0)9-255.02.22. Fax: 32(0)9- 

259.08.94. Area 80 ha., 690 m. quay in South Inlet Basin. 

STEVEDORES: 24 hours notice required to arrange gangs. 

MEDICAL: Hospital at Bruges, Blankenberge and Knokke. Facilities 

available without prior notice. 

TANKERS: No crude oils, only refined products delivered with smaller 

vous to private installations on the Baudouin Canal and in the Port 

of Bruges. 


Total 
Company No. of Tanks Capacity 
(cu.m.) 
Petrover 12,500 
Detavernier 3 3,500 
L. Francois 3 3,500 
Rosseel 14 12,400 
Traen Gebr 9 10,000 
Molasses 
Tameco - 29,700 


Cleaning Station: Euroservices nv, Minister Beernaertstraat 9, B-8380 
Zeebrugge-Brugge 5. Tel: 050-54.42.61. Telex: 81.138. 

The nitrogen plant operated by Euroservices nv offers gasfreeing and 
cleaning facilities for liquid gas carriers. The station is equipped with a 
ground flare and provides the necessary equipment to change grade 
with the shortest delay. 24 hour service is guaranteed (Quay No. 1). 
DENSITY: 1025. 

FRESH WATER: Available from the berths, rate 30 t.p.h. 

FUEL: All grades of fuel and lubricants available. Can be supplied ex- 
wharf or by barge provided advance notice given. There are 5 tanks 
(total capacity 20,450 cu.m.). 

Bunker Station: Belgische Bunkeroliemaatschappij, Administrative 
Office: Wetstraat 33, B-1040 Brussels. 

Head Office: Zeebrugge Shipping and Bunkering Co., Minister 
Beernaertstraat 9, B-8380 Zeebrugge-Brugge 5. Tel: 050-54.42.60. 
Telex: 81.138. 

The bunkering station situated at the end of the mole delivers all 
grades of marine fuel. Supplies can be effected directly ex-wharf (Quays 
No. 1 and 2) or by barges and tank lorries throughout the port. The 
depot is offering 24 hour service. 

Operators are Messrs. Belgische, Bunkeroliemaatschappij. 
CONSULS: Denmark, France, Netherlands, Norway, Portugal, Spain 
and Sweden. 

REPAIRS: Ships’ maintenance and repairs: Slipway on the transverse 
quay of the Prince Philip Dock in the inner port at Zeebrugge. 

Management: MBZ. Operated by: Indimec NV, Tijdokstraat 26, 
B-8380 Zeebrugge-Brugge 5. Tel: 050-54.41.79. Telex: 81.426. 

Actual maintenance of ships is done by the company commissioned 
by the shipowner. 

Slope: Length: 248 m., width of the cradle: 17.50 m., capacity: ships 
up to 1,000 tons. 

Transfer area: Length: 85 m., width: 25 m. 

Equipment: Tower crane: Lifting height: 30 m., max. reach: 30 m., 
lifting capacity: 1.8 tons with jibs at 29 m., 6 tons with jibs at 11 m. 

Several ships can use the slope and the transfer area simultaneously. 

Area of the adjacent grounds: 3.8 ha., which can be used by various 
ship repairers. 

SURVEYORS: Available through local Agents. 
GANGWAY/DECK WATCHMAN: Available. Only 
handling explosives. 

OPENING/CLOSING HATCHES: Normally by crew. 
CERTIFICATES: Registry, tonnage and usual certificates. 

CUSTOMS ALLOWANCES: Each crew member 200 cigarettes or 
200 gm. tobacco. Officers: 1 open bottle of spirits. 

CARGO GEAR: Discharge of general and containers is usually by shore 
sank Heavy lifts by mobile crane or ship's gear. 

EPATRIATION: Brussels Airport. All facilities exist for changes of 

crews and repatriation of seamen. 
AIRPORTS: Ostend Airport: Situated at 30 km. from Bruges and 
Zeebrugge. Charters and private business flights; no passenger flights. 
Brussels Airport: 120 km. from Bruges and 135 km. from Zeebrugge (to 
be reached via E40-motorway and Circular road RO around Brussels) 
or by rail (1.5 hour ride). 


required when 


More than 50 airline operators have landing rights at Brussels Airport. 
An average of 200 take-offs and landings take place every day, of which 
80% to and from European airports and 20% to and from outside Europe. 
These flights are either direct or indirect via the closest transit airports 
of Amsterdam, Paris, London, Frankfurt. 

TIME: GMT plus 1 hour. Summertime GMT plus 2 hours. 

HOLIDAYS: None. 

POLICE/AMBULANCE/JFIRE: All emergency services are available 
through the Port Control, VHF Channel 71. Ambulance and Fire: Tel: 
100. Police: Tel: 101. 

TELEPHONES: This service is available aboard ships at all berths by 
prior arrangement Le a the Agents. 

SHIP SUPPLY SERVICE: Off-Shore Facilities: Facilities for supply of 
fresh water or stores and for transport of personnel by sea-going tugs 
available from Zeebrugge. 

SHORE LEAVE: When Immigration and Customs requirement have 
been satisfied there is no restriction. 

IDENTIFICATION CARDS: Seaman's Book is sufficient. 

GARBAGE DISPOSAL: Service available through private contractors. 
Garbage containers provided alongside. 

De Bree & Zonen, Krommewege 42, 9990 Maldegem. Tel: 050-712792. 

De Keyser, Zandstraat 450, 8200 Brugge. Tel: 050-315107. 

Gardin, Zeelaan 1, 8380 Brugge. Tel: 050-316102. 

Vermander, Dudzelesteenweg 59, 8000 Brugge. Tel: 050-330470. 
WASTE OIL DISPOSAL: No special berth. Tanker trucks available from 
private companies recognized by the government. 

SEAMAN’S CLUBS: ‘opus Seamen's Club, Kustlaan 25, 8380 
pape 

CURRENCY: Belgian Franc (BEF). U.S.$1.00 = BEF 36.20 
(February '94). 

REGULATIONS: Port regulations and regulations concerning the 
handling of dangerous goods and explosives must be observed. 
DEVELOPMENTS: A new container dock will be built in the Western 
Outer Port Area: The first berth of Flanders Container Terminal 
operational mid-1994; FCT fully operational first half 1995. 

The Southern Inlet Dock in the inner port will be enlarged. 
AUTHORITY: Maatschappij van de Brugse Zeevaartinrichtingen NV 
(MBZ), Louis Coiseaukaai 2, B-8000 Brugge, Belgium. Tel: 050- 
44.42.11. Telex: 81201 Porbrg B. FAX: 050-44.42.24. Cables: Ports 
Brugge. Contact: P. Kerckaert, General Manager. R. Creyne, Senior 
Harbour Master. 

Harbour Master's Office: P. Vandamme House, Isabellalaan 1, 8380 
Zeebrugge — Brugge 5. Tel: (050) 54.32.40, 54.68.67 (Port Control); 
(050) 54.32.34 (Port Administration). FAX: (050) 54.32.24. 

Sealock Operations: P. Vandamme Sealock: P. Vandamme House, 
Isabellalaan 1, 8380 Zeebrugge — Brugge 5. Tel: (050) 54.32.31. 


NOTES 
Please also advise Shipping Guides Ltd. 


BELGIUM 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Belize 


BELIZE: 17.29 N. 88.11 W. (See Plan) 


PORT LIMITS: Usually upon arrival at English Caye Pilot Station for 
vessels arriving from North and East and at anchorage in Belize Harbour 
for vessels arriving from South inside the reef. 

DOCUMENTS: 

Crew Lists — 6 copies for local use plus 10 Spanish copies for Consular 
Clearance. 

Passenger Lists — 5 copies for local use plus 10 Spanish copies for 
Consular Clearance. 

Stores List — 5 copies for local use plus 10 Spanish copies for Consular 
Clearance. 

Manifests — 10 copies. 

Customs Documents — Clearance for last port and crew declaration. 

Health Documents — International Declaration of Health plus one copy 
crew vaccination list. 

Ship’s Papers and Certificates should be available on request. 
PILOTAGE: A Pilot is always on station at English Caye. Contact can 
be made with the pilot station on VHF Channel 16. Vessels consigned 
to Eurocaribe can make contact on Channel 16 VHF. 
ANCHORAGES: Depths in harbour anchorage area vary due to a 
natural slope; for example, a vessel drawing 14 ft. can anchor within 
0.25 miles; 16 ft. 0.5 miles; 20 ft. 1 mile and so on Southward. Masters 
should refer to Pilot for this information. 

MAX. SIZE: Size and length, within reason is not a problem. Tankers 
bringing oil to the Esso storage depot secure to buoys fore and aft. 
Max. draft 19 ft. 6 in. 

PRATIQUE: Granted by Customs after boarding in harbour or at berth. 
RADIO: Most ships’ Agents man their own radio stations and usually 
stand-by on Channel 16 VHF with alternative Channels 6, 11, 12, 13 
and 14. 

TUGS: Tugs are not normally necessary but small tugs are available. 

BERTHING: Main berth — length 220 ft., depth 17 ft. (approx.). Ro-Ro 
berth is 70 ft. wide, vessel lies alongside dolphins. 

STEVEDORES: Gangs usually require 2 hours notice during normal 
working hours. Work rates average between 3 tons and 10 tons per 


garg hour. 
EDICAL: Hospital facilities are available. 
TANKERS: Undersea pipe-line 8 in. in diameter. 

Hand-pump discharging rate 250 to 300 g.p.m., also gravity flow. 
Normal discharge rate 2,000 barrels per hour. 
DENSITY: Density varies with outflow from rivers during wet season 
(July-December). 
pi a WATER: Very scarce and expensive if vessel cannot berth at 

lock. 

FUEL: Light diesel oil 45/48 available subject to Government approval. 
Can be supplied at buoys with 8 in. dia. pipe (reductions to 4 in. available 
or by barge). Also available by truck if vessel able to dock. 


FIRE PRECAUTIONS: None. 
CONSULS: 
Belgium Italy 
Brazil Jamaica 
Canada Lebanon 
Chile Netherlands 
Cuba Nicaragua 
Denmark Norway 
France Sweden 
El Salvador Germany 
Israel 
Embassies: Costa Rica Panama 
El Salvador Taiwan 
Guatemala United States 
Honduras Venezuela 
Mexico 
High Commission: _ British 


REPAIRS: Only small minor repairs possible. 

SURVEYORS: Lloyd's and A.B.S. 

GANGWAY/DECK WATCHMEN: Not required. 

HATCHES: Stevedores open and close hatches except MacGregor 


e. 
ebstoms ALLOWANCES: 200 cigarettes plus 1 bottle spirits (0.20). 
CARGO GEAR: Ship's gear; heavy lift cranes are available up to 
140 tons for vessels which can reach the dock. 
REPATRIATION: Possible, regular air services to and from Miami, New 
Orleans, and neighbouring Republics. 
a er Phillip Goldson International Airport 10 miles from Belize 
ity. 
TIME: Normally GMT minus 6 hours. 
HOLIDAYS: Public Holidays: New Year's Day*; Baron Bliss Day (9th 
March); Good Friday; Holy Saturday; Easter Monday*; Columbus Day 
12th October); Labour Day* (1st May); Commonwealth Day (24th May); 
it. George’s Caye Day* (10th September); Independence Day” (21st 
September); Carib Settlement Day (20th November); Christmas Day* 
(25th December); Boxing Day* (26th December). 
“Special arrangements must be made with Union. All other days are 
peor pts to overtime rates. 
POLICE/AMBULANCE/FIRE: All emergencies dial 911. 
EMERGENCY CO-ORDINATION CE E: None. 
BANKS: Barclays Bank International Ltd., P.O.Box 363, Albert Street, 
Belize City. Tel: 77211/2. Telex: 217. Fax: 78572. 
Belize Bank Limited, 60 Market Square, Belize City. Tel: 77132. 
Telex: 229. Fax: 72712. 
Bank of Nova Scotia, P.O.Box 708, Belize City. Tel: 77027. Telex: 218. 
Fax: 77416. 
Atlantic Bank, 6 Albert Street, Belize City. Tel: 77124. Fax: 77736. 
SHORE LEAVE: Possible. 
IDENTIFICATION CARDS: Seaman's Book sufficient. 
CURRENCY: Belize Dollar. 
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art See “Prelims”. 
. Yes. 
ee tes may store by barge during loading and discharging. 

es. 
Yes. 
. Prior arrangements must be made. 

6. Possible to use riggers, however, it is best to use crew. 
SHIP SUPPLY SERVICE: There are numerous small craft each 
individually owned, which ply between the wharves and ships anchored 
in the harbour. These craft provide ship to shore transport of personnel, 
and/or essential stores and/or sick crew members. 
REGULATIONS: None. 
DELAYS: Discharge and loading operations occasionally delayed by 
weather (rain) and sometimes by shortage of equipment (trailers, etc.). 
GENERAL: Starboard anchor usually used to make lee for operations 
on portside if vessel is at anchor. It is necessary for vessels to provide 
toilet facilities for stevedores. Feeding of Supervisors and Customs 
Officials is normal. 


SHIPMASTER’S REPORT: February 1987. 
Port Limits: 3 miles from English Caye light and on leading lights. 
Documents: 

6 Crew Lists. 

2 Passenger Lists. 

2 Crew Declarations. 

1 Health Declaration. 

8 Cargo Manifests. 

2 copies of Bills of Lading. 
Pilotage: Pilot ordered through Agents. Pilot boards outside reefs and 
asks vessel to go on to English Caye leading lights 2 — 3 miles from the 
leading lights. Pilotage to berth is straight forward in deep natural 
channel. Once vessel leaves this channel the waters shoal rapidly and 
20 ft. is the maximum draft, although the Pilot says he has berthed ships 
at 21 ft. Approach berth on 045° T and when starboard buoy almost 
abeam let go starboard anchor and manoeuvre into berth. First line to 
port aft buoy needs to be the best and to be doubled up. The stern is 
heaved around with this and as the wind was Northerly 10 — 15 knots 
it was taken steadily. Forward port buoy lines were run and vessel then 
heaved over to pipe-line buoy. Stern buoy line then run and vessel 
backed into position. Cable was out to 5 shackles on deck. Other buoy 
lines were run and on completion vessel was heading 108°T. Throughout 
our stay the weight remained on the port buoy lines as the wind stayed 
in the North. Very little tidal influence. 
Anchorages: None specified, numerous safe areas to anchor if required. 
Restrictions: Daytime berthing and unberthing. 
Max. Size: Limiting factor is 20 ft. draft. 
Health: Port Health Officer gives Free Pratique and ‘Q’ flag to be flown 
until given. Renewed Derat Exemption here. 
Radio: All communication done via Sat Com. 
VHF: Pilot on Channel 16 and 6. Port working Channel is Channel 6 
which Agents and all use. Port not very busy so no problems. They have 
1 tanker per month. 
Radar: None. 
Tugs: None. 
Berthing: See “Pilotage”. 
Bridges: None. 
Medical: Doctors in the town but cay telat | serious has to be flown out. 
Tankers: 1x8 in. submerged pipe-line through which all grades are 
pumped with water plug between each. Line to be left in gas oil. 
Max. B.P. is 140 p.s.i. and a general rate of 375 cu.m.p.h. was obtained 
on all grades. 
Density: 1021. 
Fresh Water: No means to supply at tanker berth. 
Fuel: Diesel with 48 hours’ notice. No fuel oil. 
Fire Precautions: Normal ship precautions; no help from shore. 
Repairs: Very minor repairs only. 
Dry Docks: None. 
Surveyors: Lloyd's, A.B.S. and B.V. 
Gangway/Watchman: None. 
Customs Allowances: 200 cigarettes and 1 bottle of spirits. Bond sealed. 
Repatriation: No problems with staff or crew changes. 
Airport: 12 miles from town. 
Time: GMT minus 6 hours. 
Police/Ambulance/Fire: None. 
Emergency Co-Ordination Centre: None. 
Telephones: None. 
Services: None. 
Banks: Royal Bank of Canada, Barclay’s Bank, Bank of Nova Scotia, 
and Atlantic Bank. 
Storing: Fresh vegetables only. Lobster in season January to March. 
Shore Leave: No restrictions and boat stays with ship all the time. 
Identification Cards: Not required. 
Regulations: None. 
Delays: Weather, daylight berthing and unberthing. 
Developments: None anticipated. 
General: Shore capacity: Avgas 2,400 bbis., REG Mogas 24,800 bbis., 
Premium Mogas 7,900 bbis., Avtur 22,800 bbis., gas oil 29,600 bbis. 


OPoOVs 


AUTHORITY: Belize Port Authority, P.O.Box 633, Ceasar Ridge Road, 
Belize City, Belize, Central America. Tel: 772439, 72449. FAX: 73571. 
Contact: Mr.A.Coye, Port Commissioner and Chief Executive. 
Mr.L. Garbutt, Operations Manager. 


Republic of Benin 
COTONOU: 06.20 N. 02.32 E. (See Plan) 


PORT LIMITS: The area contained within an arc of a circle of 1 mile 
radius centred on the red light at the West Jetty. 
DOCUMENTS: Once berthed the ship must be able to produce to the 
Port Authorities: 

6 copies Crew List. 

4 copies List of Ports of Call. 

6 copies Passenger List, and passengers in transit. 

6 Customs Declarations (personal effects list). 

2 Maritime Declarations of Health. 

3 Lists Provisions and Stores, including foodstuffs. 

10 copies Manifest. 

1 Bill of Lading. 

1 Declaration of Arms and Ammunition. 

3 Lists of Dangerous Cargo (unloading or in transit). 

6 Stowaway Lists. 

3 Vaccination Lists. 

Also international documents of ownership and safety. 
PILOTAGE/APPROACHES: Vessels must advise ETA to Port Authority 
“Dirport Cotonou” 24 hours prior arrival weekdays, and before midday 
Saturday for Sundays and before midday on day preceding holidays. 
Cable address pilot station “Commandant du Port, Cotonou”. Telex: 
5004 “Dirport Ctnou”. On approach to port vessels may also call pilot 
station on 2182 kHz or VHF Channel 16. Permanent radio watch kept 
by Port Coast-Guard Station. Pilot services permanent and operate night 
and day, Sundays and holidays, except for nights of 24th and 31st 
December from 1800 — 0600 hrs. Ships drawing more than 30 ft. must 
enter on high tide. On arrival in approaches, ships coming from West 
or South must steer a Northerly course in direction of lighthouse, and 
take Pilot about half a mile from fairway. If arriving from East, vessels 
should take Westerly course in direction of fairway and take Pilot about 
half a mile from fairway. Pilot boat is small cutter with black hull and 
white superstructure, by day carries flag “H” and by night carries 
statutory lights for pilot boats. Piloting obligatory for ships over 100 net 
tons. 

Fairway Buoy: Position Lat. 06° 20.4’ N., Long. 02° 26.8’ E. Light- 
flash “A” (- —) 10 secs. 

ANCHORAGES: In cases of bad weather or of waiting for Pilot, ship 
must anchor approx. 1 mile to South of lighthouse. Sound anchorage 
with sand bottom and depth 14 m. Forbidden to anchor within radius of 
700 m. from red light of West Jetty. 

Prohibited Anchorage: All the area to the West of the meridian of the 
West breakwater red light. 

RESTRICTIONS: No restrictions on hours of entry or departure. 

MAX. SIZE: See “Berthing” and “Tankers”. 

HEALTH: Free Pratique generally given by Agent. 

RADIO: Advisable give Agent 72 hours notice of ETA. Thereafter re- 
confirm 36 hours prior arrival. 

RADAR/VHF: No port radar service. VHF Channel 16, 14 and 12. 
R/T 2182 kHz. 

TUGS: Tug assistance performed by Port Authority of Cotonou and 
compulsory for every vessel over 500 g.r.t., mooring, unmooring, at berth 
or shifting. Extra charge for using tug’s lines. Vessels with length over 
100 m. require 2 tugs. 

BERTHING: Berthing quay 620 m. long, 10.0 m. depth, which will accept 
alongside a minimum of 4 ships working together. Harbour dredged up 
to 11 m. below chart datum and will permit almost all sizes of ships to 
work safely. Railway line runs 4 m. side of quay, under ship tackles, and 
used only for heavy lifts. Berthing poy only given cargo ships and 
tankers which have specially reserved berths. Other ships berth 
dependent on berths available and in order of arrival. As well as 2 tanker 
berths there is loading berth for bulk palm-oil, one waiting berth at 
harbour entrance, and 4 quays with warehouses for import/export traffic. 
New Quay: Length 660 m. Depth alongside 11.0 m. Two conventional 
berths (360 m.), one container berth (200 m.) and one Ro/Ro berth. 

Facilities include a container storage area of 65,000 sq.m., 2 
warehouses of 6,000 sq.m. each, 1 transit warehouse of 4,000 sq.m. 
and an open storage area of 60,000 sq.m. 

STEVEDORES: Ship must advise Agent in advance of number 
stevedore teams required, and specify number of hours work required. 
This must be done 24 hours in advance on weekdays, and before midday 
Saturday for Sundays, and before midday on day preceding holidays. 
Loading and unloading rate: Working days — 600 tons for bagged cargo. 
400 tons for other cargo. Sundays and holidays, half above rates. Days 
counted as 24 hours starting from first break following berthing. For ships 
having to handle smaller quantities, assessment of time calculated in 
multiples of 300 tons for bagged cargo and 200 tons for other cargo, 
per 12 hours. Loading and unloading operations can be carried out on 
Sundays and public holidays if ship’s Master wishes, with exception of 
Labour Day (May 1st), 26th October, 30th November, 31st December 
and Independence Day. 

MEDICAL: Well-equipped modern hospital in Cotonou. 

TANKERS: 2 tanker quays for ships of 215 m. length and 31 ft. draft. 
(Depth at seaward berth 11.0 m.). Unloading carried out by 100 mm. 
pipeline. Loading of petroleum products carried out by pumping 
(80 cu.m.p.h.) or by gravity (50 cu.m.p.h.). Products are aviation spirit 
100/130, “Super” petrol, low-grade petrol, Kero Avtur, and gas oil. 

Also see “Seme Terminal”. 

FIRE PRECAUTIONS: Port has following safety equipment: 2 tugs 
equipped with fire hose of 50 cu.m.p.h. 2 motor pumps of 30 cu.m.p.h., 
1 draining pump of 150 cu.m.p.h. In addition special security watches 
are kept on dangerous merchandise in classes 1a, 1b, 1c, 1d and 111c. 
Normal watch up to 5 tons, double watch from 5 tons to 16 tons. Motor 
pump standing by from 16 — 50 tons. Tug standing by for quantities 
above 40 tons for inflammable liquids (flashpoint less than 55°C) and 
above 50 tons for other dangerous cargo. 


BENIN 


FRESH WATER: Supplies available at all berths on quay by pipeline of 
100 mm. with reduction of 70 mm. (rate 25 t.p.h.). 

FUEL: Fuel oil of 1,500 seconds viscosity available at Berth No. 1 and 
at the Fishing Quay. Rate 50 to 80 cu.m.p.h. 


CONSULS: 
Telephone Telex 

Belgium 301875 
China 301691, 301463 
France 300824, 300225 5209 
Germany 312967, 312968 5224 
Ghana 300746, 300957 
Niger 314030 
Nigeria 301142, 301879 5247 
Russia 312834 & 6 5204 
USA, Netherlands 

Zaire, Sweden/Norway 300650, 301798 


REPAIRS: Workshops for small repairs. No tank-cleaning facilities. 

DRY DOCKS: Only hauling gear of 250 tons for careening small ships 

and trawlers. 

WATCHMEN: (See “Fire Precautions”.) Recommended that a 

watchman be on board. Can be arranged by Agents. 

OPENING/CLOSING HATCHES: Carried out by stevedores 

CUSTOMS ALLOWANCES: 200 cigarettes and 3 opened bottles of 

spirits for each crew member. 

AIRPORT: 5 km. from port. Regular flights to European destinations 

(5 departures a week for Paris). 

TIME: GMT plus 1 hour. 

HOLIDAYS: January 1st; January 16th; Easter Sunday 1st April; Labour 

Day (May 1st) — no cargo work; 26th October; 30th November; 31st 

December — no cargo work; Assumption; November 1st (All Saints’ Day); 

25th December (Christmas); Tabaski and Ramadan at the beginning of 

Lunar Year (Moslem holidays). 

POLICE/AMBULANCE/FIRE: Harbour Police 31-3942; First Aid 17; 

Hospital 31-2713 and 31-2717; Fire Brigade 18. 

ee A telephone can be placed on board at request of ship's 
aster. 

SHORE LEAVE: Crew must carry shore pass. 


REPORT: March 1988 (Updated 1994). 

The Port of Cotonou is a well sheltered harbour enclosed by a 
1,200 m. long West Breakwater and a 4 cables long East jetty projecting 
S.S.W. from shore (East cross breakwater). It was opened to traffic in 
August 1965 and is managed by Port Autonome de Cotonou. 

he harbour is accessible to vessels of up to 210 m. in length and a 
max. draft of 10 m. The entrance is from the Ocean through a 0.6 mile 
long channel, 180 m. wide and 12m. deep. The harbour pool was 
dredged to 11 m. in 1975. Silting is reported along the North side of the 
West breakwater and the new Dock. Dredging work carried out (1993). 

Vessels drawing more than 30 ft. transit the channel on high water. 
Petroleum Berths: The inner side (Westerly side) of the East breakwater 
provides berthing facilities for tankers of up to 200 m. in length and a 
max. draft of 32 ft. There is no deadweight or displacement limitation. 
However, tankers of up to 40,000 d.w.t. can safely enter the harbour 
and moor starboard side to berth called “P II”. Berth “P II” does not 
have fuel oil receiving facilities. Clean products are handled through 
1 x 8 in. flexible hose, rate 1,000 bbis./p.h. No facilities for dirty ballast. 
The fendering system consists of large cylindrical rubber fenders in 
excellent condition. 

Fuel oil is discharged at Berth “Q |" located at the very end of the 
main quay (East side). Vessels of up to 150 m. in length with a max. 
draft of 8.0 m. can be accommodated. Vesseis berth port side alongside. 
The quay is fenderless. There is no deadweight limitation. However, it 
would be unsafe to berth vessels larger than 15,000 d.w.t. Fuel oil is 
handled through 6 in. flexible hoses, rate 700 bbis.p.h. Max. back 
pressure 100 p.s.i. 

Fire coverage is marginal — 2 x 60 lb. wheeled dry chemical fire 
extinguishers. 

Charts: British: 595 and 1861. U.S.: 57006, 57041 and 57100. 
Tides and Currents: The spring tide values are 1.50 m. and 0.20 m. 

Currents set across the entrance and may attain a rate of 4 knots. 
The predominant direction of the swell is from the third quadrant, 
reaching 12 ft. in length between June and September. 

The rainy season is mid-April to mid-July (tornado season). 
Anchorage: Vessels can anchor 1 mile South East of the lighthouse. 
Good holding ground in a depth of 48 ft. 

Pilotage/Towage: The Pilot boards 0.5 miles from the head of the West 
breakwater. Pilotage is around the clock, but between 2200 hrs. and 
0600 hrs. 2 hours’ notice is required. 

Towage is performed by the Port Autonome de Cotonou. 
2 x 1,400 h.p. tugs and 1 x 2,000 h.p. tug are available. 
Telecommunication: The service to other Francophone West African 
countries is good. There is usually no problem with calls to the U.S.A. 
placed through the operator. There is no coastal radio station. The Port 
Authority monitors VHF Channel 16 and SSB 2182 kHz. 

Repairs: There are no repair facilities. 

Supplies: Fuel and gas oil are available from SONACOP. Fresh water 

is available at all berths by pipeline. Rate 25 cu.m.p.h. There are no 

barges available. Repatriation is possible. There are frequent air 

connections to Europe. 

Oil Surveyor: There is no representation of independent Surveyor 

Companies. 

re Seong Brett Ltd. is present in the surrounding countries (Togo and 
igeria. 

SONACOP: Societe Nationale de Commercialisation des Produits 

Petroliers is a state owned company and is the sole distributor of 

petroleum products in the country. 

SONACOP operates a tankfarm which has a storage capacity of 
70,000 cu.m. (19 tanks). 

The national annual consumption of products is as follows: 
Clean (Mogas, Gas Oil, Kerosene, Avgas) 150,000 tons. 
Fuel oil 12,000 tons. 
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AUTHORITY: Port Autonome de Cotonou, B.P. 927, Cotonou, Benin. 
Tel: 312890, 315280. Telex: 5004 Dirport. Cables: Dirport. FAX: 312891. 
Contact: |. Badaron-Soule, Port Director. Badaron Madjidi, Harbour 
Master (Tel: 312782). 


AGENT: SCAC, B.P. 433, Cotonou, Benin. Tel: (229) 331178, 331198 
and 331611. Telex: 5121. Cables: Ctnou Scac Benin. Fax: (229) 330611. 


SEME TERMINAL: 06.18 N. 02.39 E. (See Plan) 


LOCATION: The loading terminal is located at Lat. 06° 18’ 23” N. and 
Long. 2° 39’ 32” E., about 4 nautical miles off the coast of the People’s 
Republic of Benin. 
Depth of water at the loading berth is 18 m. The bottom is sand, mud 
and shell. 
DOCUMENTS: See “Cotonou”. 
NAVIGATION AIDS: Beaconing: Four area marker buoy units in the 
IALA System A, i.e. each unit consisting of 4 beacons, are placed in 
position to mark the following installations: 
Platform No. 1: Lat. 6° 14’ 23” N. Long. 2° 41’ 16" E 
Platform No. 2: Lat. 6° 12’ 19” N. Long. 2° 41’ 35” E. 
Platform No. 3: Lat. 6° 15’ 29” N. Long. 2° 42’ 05” E. 
Seme Offshore Terminal: Lat. 6° 18’ 23” N. Long. 2° 39’ 32” E. 
PILOTAGE: A Mooring Master will be provided by the Operator. 
Boarding position will be agreed upon with the Mooring Master by 
radio upon arrival. 
It is the responsibility of the ship’s Master to provide, rig and maintain 
ae men accommodation ladder for access to and exit from the vessel or 


ARRIVAL: Temporary Anchoring: No berthing will be attempted 
between 1500 hrs. and 0700 hrs., unless approved by the Mooring 
Master, the same for leaving at night. 

Notice of Readiness can only be received between 0600 hrs. and 
1400 hrs. 

In the event of arrival after 1500 hrs. and during the hours of darkness, 
a holding area is located at Lat. 6° 16’ 00” N. and Long. 2° 34’ 00" E 
in water depth of approximately 20 m. (66 ft.) The bottom is sand, mud 
and shell. 
RESTRICTIONS: See “Arrival”. 
MAX. SIZE: Maximum permissible draft is 14 m. (46 ft.). However, the 
Operator may reduce this draft should meteorological and tidal! 
conditions prove unfavourable. 
HEALTH: Sanitary Boarding: The Mooring Master shall be entitled to 
conduct sanitary inspection. 

The Master shall supply: 

1. The Maritime Declaration of Health. 

2. The Vaccination Certificates for the crew. 

In case of infectious disease on board, the following institutions may 
be contacted: 


Polyclinique Tel: 301431/301420. 
Clinique les Graces Tel: 321171. 
Doctor Lam Tel: 300766. 


RADIO: Vessels should send their ETAs by telex to Tender “Drill Fish” 
(Benin Cotonou 5134, 5173, 5174). 
Notice of Arrival: Vessels bound for the Seme Offshore Terminal must 
notify their ETA to Seme Oilfield Project (Attn. Loading Master) at the 
following times: 

(1) 7 days before arrival. 

(2) 72 hours before arrival. 

(3) 48 hours before arrival. 

(4) 24 hours before arrival. 

and then every 2 hours if any change in ETA. 

When within 12 hours before arrival, a continuous watch must be kept 
on the VHF Channel 16. 

The “7 days notification” need only be given if the sea passage in 
progress is in excess of 2 weeks’ duration. 

The “72 hours notification” must include the following information: 
Name of vessel (if available). 

Firm ETA (local time and date). 

Quantity of cargo required in barrels and metric tons. 
Estimated salt water arrival draft. 

Manifold fittings flange sizes and ASA, DIN or BSS rating. 
Any special requirements. 

The “48 hours, 24 hours and 12 hours notifications” need only the 
notification of the name of the vessel and ETA plus any amendments 
to the details already provided in the “72 hours notification”. 

After the initial notification has been made, any change in ETA of 
more than 12 hours requires immediate notification to the Seme 
Terminal. 

VHF: During vessel's stay at the terminal, a permanent watch must be 
kept on the Channel 9 or 6. 

Communications: Normally, Channel 6 is used as the communicating 
channel between Seme Tank Farm, Seme Oilfield Project personnel 
and Seme Oilfield Project tugs. VHF sets for this purpose are supplied 
by the Operator. 

TUGS: An adequate number of tugs will be available for all mooring 
operations at all times, these will be directed and co-ordinated by the 
Mooring Master. 

The tugs available at the Seme Offshore Terminal are of the AHTS 
type, each with 2 x 2,640 b.h.p., generating a bollard pull of 50 tons. 

Normally, the attending tug is “Drill Fish”. 

Mooring Boat: An adequately powered line handling boat is provided 
for running moorings, under the direction of the Mooring Master. Release 
of mooring lines will be performed by the mooring boat, except in an 
emergency. 
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BERTHING: Loading Berth: This is a modified conventional buoy 
mooring (CBM) to which a Mediterranean style moor has been adopted 
for berthing operations. The centre-line is oriented in a direction of 
253° True, which relates directly to the bow heading. Under certain 
conditions, the vessel may be required to adopt a heading of + 10° from 
the established norm. 

Subject to draft, the berth can accommodate tankers up to about 
120,000 d.w.t. to load part cargo with Benin as first port of call. 
Mooring Equipment: There are 4 mooring buoys: 

Buoys No. 1 and 2 are connected to 260 m. x 76 mm. stud link chain 
terminating with a 7,500 kg. Stevin MK 3 anchor, having a design holding 
capacity of approximately 110 tons. 

Buoys No. 3 and 4 are connected to 310 m. x 76 mm. stud link chain 
terminating with a 10,000 kg. Stevin MK 3 anchor, having a design 
holding capacity of approximately 145 tons. 

Each buoy is equipped with 2 quick-release hooks. 

Special Moorings: These are carried aboard the attending tug and if 
their use is deemed necessary, the tug and the mooring boat will work 
in conjunction to put the lines aboard the tanker. First passing the eye 
over the mooring buoy hook and then passing the bitter end to the tanker 
to be made fast. 

Weather Criteria: The following criteria are for the weather conditions 
under which the tanker may remain berthed. 

Max. wind speed at 10 m. above sea level: 


1. hour mean — 20 knots (10.3 MS — 1) 
1 minute mean — 25 knots (13.0 MS — 1) 
Max. wave: -— 2.5 HSTG 


. Wind and/or waves to these values are not restricted to any particular 
irection. 

BALLAST: Ballast on Arrival: Ships must arrive with sufficient ballast 
and correct trim to be able to manoeuvre with complete safety. 

Deballasting will not be allowed without the consent of the Loading 
Master. 

Deballasting — Water Pollution: The vessel must approach the terminal 
with clean ballast. 

Any vessel approaching with polluted ballast may be forced to leave 
the terminal and shall be fully liable for ensuing delays. Acceptance of 
Notice of Readiness would also be amended accordingly. 

It is forbidden to dispose of cinders, burning materials, objects and 
waste of any kind in the sea. 

The Master shall be responsible for any leakage or overflow on board 
and any other difficulty which may involve an occasional jettisoning of 
hydrocarbon. Such leakage shall be stopped. 

Scuppers shall be securely blocked during the entire loading time. 

The Operator declines any liability related to non-compliance with 
International and Port Regulations the Mooring Master may discover. 

Non-compliance with the above regulations involves express 
notification to the Master or filing of a report. 

LOADING: Notice of Readiness: Notice of Readiness shall be tendered 
to the Loading Master (see “Arrival’’). 

Connection of Flexible Hoses: Loading of vessels shall be carried out 
through a 12 in. flexible submerged hose. Connection to the manifold is 
by a 12 in. Camlock flange. The Operator may supply 10 in., 12 in. and 
16 in. adapters. 

The loading hose is equipped with a manually operated shut-off valve 
at ship's side of the hose end. 

The tanker derrick is to be rigged on the starboard side before 
mooring. The S.W.L. of the derrick hook shall be at least 4 tons. 

During connection and disconnection of the flexible hoses, assistance 
of the crew will be essential, in particular for the handling of the winches 
and derricks. During the entire stay of the vessel at the loading site, the 
Mooring Master shall ensure that a safety watch is maintained onboard. 
The Loading Master or his representative, performs the duties of head 
of loading and remains in touch with the terminal. 

The assisting vessels are to remain at the disposal of the Loading 
Master. 

A ladder must be kept permanently ready alongside the vessel so as 
to permit access by the team in charge of the flexible hoses. A boat 
rope must be rigged near the ladder. 

Loading: Loading may be carried out at a maximum rate of 
1,650 cu.m.p.h. or 11,000 bbls.p.h. 

Inspection of tanks after deballasting and ullages after loading is to 
be carried out in the presence of the Loading Master. 

The terminal shall place on board the vessel sealed samples 
representing the cargo. 

Since it is a “Shore stop” operation, the Loading Master shall notify 
the vessel, 30 minutes before end of the loading 

The Master shall be fully responsible for operating the valves and for 
the safety of the cargo on board. 

MEDICAL: In cases of emergency, contact the three institutions 
mentioned in the “Health” section. 

FRESH WATER: Not available. 

FUEL: Not available. 

CONSULS: See “Cotonou”. 

REPAIRS: No facilities available. 

TIME: GMT plus 1 hour. 

SHORE LEAVE: Not possible. 

WEATHER: Meteorology: The rainy seasons (monsoon) extend from 
May to June and from September to October. 

The dry season extends over a period of 3 to 4 months, that is to say 
from November to February. 

Air Temperature: The air temperature varies on average from 24° C to 
36° C. 

Sea Temperature: The sea temperature varies from 21° C to 31° C. 
Visibility: During the rainy season, visibility can be reduced to less than 
one mile due to precipitation. 

Tides: The tides are of a semi-diurnal type. Max. amplitude is 2 m. 
Wind: The prevailing wind blows from the South and West, and is 
strongest from May through September. 


Currents: Maximum current that may be present is assumed to be 
3 knots, from direction around 260° (Guinea Current). Normally the 
current is well below the maximum from this direction. From other 
directions lower rate currents are to be expected (i.e. tidal current). 
Swell: Southwesterly swell is most frequent from April thorugh October. 
The higher waves are expected as a combination of locally generated 
Southwesterly wind, waves and swell. Wave heights above 3m. are 
relatively rare. 

GENERAL: Visitors: Except for personnel with specific tasks on board 
the vessel, the boarding of personnel takes place under the full 
responsibility of the Master. 

Chart: No. 595 (French). 

Sailing Directions: Africa Pilot, Volumes No. 1 and 2, published by the 
British Admiralty. 


REPORT: March 1988 (Updated 1994). 

Seme Terminal is located about 4 miles offshore. The Oil field is now 
run by local technicians assisted by contractors. 

Seme's output is around 6,000 barrels per day. 
Location: 06° 18’ 23” N., 02° 39’ 32” E. 
Anchorage: 06° 16’ N., 02° 34’ E. Depth 66 ft. Range of tide 6.0 ft. 
Current 2-3 knots. Bottom is sand, mud and shells. 
Radio: ETA Instructions: Advise Seme Offshore Terminal and Agent 
7 days, 72 hours, 48 hours, 24 hours and 12 hours prior to arrival of 
the following: ETA, quantity of cargo required, arrival draft and size of 
manifold fittings. 
VHF: Channels 16 and 6. 
Restrictions: Mooring and unmooring during daylight hours only 
(0700 hrs.—1500 hrs.) 
Pilot: The Pilot boarding position is agreed prior to arrival. 
Readiness: Notice of Readiness only received between 0600 hrs. and 
1400 hrs. 
Tugs: 2 X 2,650 h.p. 
Documents/Clearance: See “Cotonou”. 
Production Platforms: 


No. 1 06° 14’ 23” N., 02° 41' 16” E. 
No. 2 06° 12’ 19” N., 02° 41’ 35” E. 
No. 3 06° 15’ 29” N., 02° 42’ 05” E. 


Berth: Depth in approaches and at berth 60 ft. 

The berth is a conventional mooring buoy (CMB). Max. draft 
permissible 46 ft. Max. d.w.t. 60,000—80,000 tons. Larger tankers up to 
120,000 d.w.t. can be berthed to load part cargo if Seme is first port of 
call (Max. displacement 75,000 tons). 

The vessel berths on a heading of 253° to 4 mooring buoys. The use 
of wire ropes is not allowed. Synthetic hawsers are provided by the 
terminal. Vessel’s hose boom to be rigged for 4 tons SWL minimum. 
Loading: Seme Crude (AP! 23.0) is loaded hap a single 12 in. hose 
which is connected to an undersea pipeline of 16 in. diameter and 
5 miles long. Loading rate 11,500 barrels per hour. 

Ballast: No facilities for dirty ballast. 
Services: None available. 


AUTHORITY: Seme Oil Terminal. Telex: 5173, 5174 Semoil Ctnou. 


NOTES 
Please also advise Shipping Guides Ltd. 


BENIN 
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Bermuda 


HAMILTON, (incl. Freeport): 32.17 N. 64.47 W. 
(See Plan) 


NAVIGATIONAL WARNINGS: (Circulated by the Department of Marine 
& Ports Services) 
Government Notice No. 196 (27.4.79) 

The attention of all mariners is drawn to the dangers and hazards of 
close approach to the reefs which surround Bermuda, especially to the 
North and West of the Islands. They extend in places to a distance of 
12 miles from the visible land and are virtually unmarked by navigational 
aids at their bee dbl 

Ships on passage with no intention of calling at Bermuda are advised 
to give the iotene is a berth of at least 30 miles, observing that little 
distance is lost on the passage by so doing and nothing is gained by a 
closer approach. On the contrary, stranding or shipwreck has occurred 
all too often through the years with pollution of the surrounding reefs 
and beaches and destruction of the ecological life as well as possible 
ruin of the economy of the Islands. 

Ships making for Bermuda are advised to do so from the East and 
South as the only entrance to the sheltered waters is at the S.E. of the 
Islands off St. George's. Here Pilots are available and can be embarked 
in daylight hours. Entry at night is dangerous and prohibited and close 
approach in dark hours should not be attempted without local knowledge. 


Government Notice No. 197 (27.4.79) 

Ships approaching Bermuda should contact the Bermuda Harbour 
Radio which is manned day and night on Channel 16 (VHF) or 2182 kHz 
or 500 kHz W’T giving vessel's name, call sign and position. Only after 
clearance has been given and instructions issued should ships — in 
daylight only — approach within 3 miles of St. David's Head on a heading 
between 240° and 300°. On no account should any other approach be 
made without local knowledge and large scale charts. 

Pilots are available in this area for those who require them and are 
compulsory for all commercial vessels making entry to these Islands. 


Notice to Boatmen. Admiralty Notices to Mariners: 
1114. North Atlantic — Bermuda Islands — Caution (15.6.79). 

5. Mariners are advised to navigate with extreme care in the 
approaches to Bermuda Islands, owing to the existence of 
extensive reefs which encircle the Islands and which are a 
constant hazard to navigation. North Rock Lt. (32° 28.5’ N., 
64° 46’ W. approx.) and then outer seabuoys may not be 
reliable through lack of maintenance due to inaccessibility, 
except in very calm weather. 

NOTICES: Implementation of IMO-adopted Area to be Avoided. 
(1) Mariners are advised that at 0001 hrs. GMT on 1st December, 
1985 an Area to be Avoided (ATBA) will be established covering the 
offshore reefs on the Northern coasts of Bermuda. 
(2) The limit of a Restricted Area is to be: 
(a) Gibbs Hill Light (Lat. 32° 15.1’ N., Long. 64° 50.0’ W. approx.). 
(b) Lat. 32° 08.00’ N., Long. 64° 53. 00’ W. 
(c) Lat. 32° 12.00’ N., Long. 65° 10.00’ W. 
(d) Lat. 32° 24.00’ N.. Long. 65° 10.00’ W. 
(e) Lat. 32° 39.00’ N., Long. 64° 53.00’ W. 
(f) Lat. 32° 39.00’ N., Long. 64° 38.00’ W. 
(g) Lat. 32° 32.00’ N., Long. 64° 29.00’ W. 
(h) St. Davids Light (Lat. 32° 21.8' N., Long. 64° 39.0’ W. approx.). 
Bermuda Department of Marine and Port Services. 
DOCUMENTS: 
Ship's Register. 
Derat Certificate. 
Clearance from Previous Port. 
5 Crew Lists. 
5 Passenger Lists. 
2 Provision Lists. 
2 Crew Personal Effects Lists, i.e. cameras, binoculars, cigarettes, etc. 
6 copies ae Manifest if discharging. 
Crulse Ships: Customs require: 
(Note: Forms may be secured in advance for prospective vessels.) 
*5 Crew Lists 
1 Crew Declaration 
*5 Lists of All Disembarking Passengers 
*5 Lists of All Transit Passengers 
“5 Lists of All Non-United States Citizens in Transit (on ships from and 
returning to the United States) 
1 Stores List 
1 Declaration of Health 
Clearance from Vessel's Last Port of Call 
1 Bermuda Vessel Report (Customs No. 49). 
end Plus 1 of each of these forms for Agents) 


1. A facility for examining disembarking passengers and luggage must 
be provided. No passenger or luggage is to be allowed to board the 
tender without Custom’s approval. 

2. All documentation for passengers on vessels from, and returning 
to, the United States who are not U.S. Citizens must be seen by the 
Customs Official. 

3. All disembarking passengers and luggage must be seen by the 
Customs Official. 

4. Persons purchasing a ticket in Bermuda must complete an 
Immigration Embarkation Card which should be lodged with the Purser 
on embarkation. Similarly persons arriving by air and leaving by sea 
must lodge their duplicate immigration cards with the Purser on 
embarkation. It is required that the Purser pass all such cards to the 
Duty Customs Official prior to the vessel's departure. 

PILOTAGE: Pilot ordered by Agent on receipt of vessel's ETA (72, 48 
and 24 hrs.). Pilot boards vessel approximately 2 miles East of Island 
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with St. David's Lighthouse bearing 240° True. Boats black hull with 
orange or white superstructure with “Pilots” or “Pilot Rescue” on side. 
If vessel's ETA alters, Bermuda Harbour Radio which in direct contact 
with Pilot station can be contacted by VHF Channels 10, 12, 16, 26. 
Pilotage is confined to daylight hours only with exception of vessels 
calling for medical aid — some of which handled off-shore. 
ANCHORAGES: Grassy Bay and Great Sound. These anchorages are 
used mainly by passenger liners as they are close to Hamilton Harbour 
and are protected from heavy weather. Also used by large vessels 
carrying out extensive repairs. 
RESTRICTIONS: Restricted by draft of 26 ft. and length 700 ft. Daylight 
oe me only. 

JAX. SIZE: Largest ship to enter to date, length 703 ft., draft 26.5 ft. 
HEALTH Pratique granted on 24-hour basis and can be obtained by 
wireless by sending message via VRT to “Health Bermuda” requesting 
Free Pratique be granted. If any suspected disease or fever on board 
advise “Health” as well as Agent. 

RADIO: Bermuda Harbour Radio, controls channel traffic, call sign ZBM 
Bermuda. 
VHF: Operated by Bermuda Harbour Radio. Contact on Channels 10, 
12, 16, and 26. 

Bermuda (VRT) on Channels 16, 26 and 28. 

VTM system in operation. 
TUGS: 3 tugs available, 1 x 1,200 i.h.p. and 2x3,200i.h.p. Tugs normally 
join vessel in harbour if requested. Tugs ordered depending on the size 
of the vessel and weather conditions. Tug's lines used during normal 
wg operations. 
BERTHING: Docks and tugs are agreed upon between Agent and Pilot 
prior ship's arrival. 


Hamilton 
ee 
{e) Max. 

Berth Berth Draft Remarks 

No. 1 510 ft. 26 ft. Port layout allows ships in 
excess of 510 ft. in length to 
be accommodated. Primarily 
a passenger berth. 

Nos. 5 and 6 620 ft. 26 ft. Primarily a passenger berth. 

No. 7 650 ft. 26 ft. A small Ro/Ro ramp is 
provided at Berth No. 7 West. 

No. 8 450 ft. Berth Nos. 7 and 8 provide 
facilities for container 
operations, with approx. 5.5 
acres of open area. 

No. 8 East 250 ft. 16 ft. Primarily a lay-by berth. 


Drafts are governed by depth of water in channel approaches to the 
Harbour, i.e. 26 ft. MLW. 
Freeport (West End a at pon) 32° 19' N., 64° 50’ W. 
Commercial 800 ft. Bulk cement and Shell 
(South Basin) Company of Bermuda 
bunkering facilities. 
Max. length of vessel 600 ft. 
Passenger ship berth for 
winds below 20 knots. 
Bearing surface 500 ft., 
consisting of 2 dolphins 
500 ft. apart with central dock 
300 ft. long. Vessels berthing 
must drop anchor about 
600 ft. from dock to facilitate 
vacating the berth. One or 
two tugs mandatory for 
berthing/unberthing, 
depending on size of vessel 
and weather conditions. 
Usually port side berthing. 


King's Wharf 34 ft. 


(North Basin) 


1,000 ft. 


Murray’s Anchorage 

_ 36 ft. 
The Great Sound 

_ 34 ft. 


Five Fathom Hole 
— Unlimited 


CRANES: 1 x 225 ton Amhoist 9310, 1 x 165 ton P & H C-165. 
STEVEDORES: Ordered by Agent after receipt of ETA. Average 
discharge general cargo 10 t.p.h. 
Gangs and Priorities: Basically Bermuda operates with a maximum of 
3 gangs although this can reduce when breakbulk or refrigerated cargo 
are being handled, or for the tying-up and letting-go of cruise ships. 
Gang Allocation Rules (BSA No. 97 15-3-79) are: 

1. The first vessel to arrive to have all available gangs. 

2. The second vessel to arrive to have 1 gang on arrival. 

3. The third vessel to arrive will get labour from 1 or 2 when it becomes 
available. 

4. When it is necessary for full utilisation of labour, all vessels must 
work maximum overtime in order to retain gangs. 


Hours of Work (Longshoremen): 
Straight time Monday/Friday 0800 — 1200 hrs. 
1300 — 1700 hrs. 
Monday/Friday 1800 — 2200 hrs. 
Saturday 0800 — 1600 hrs. 
Sunday and Public Holidays 0800 — 2200 hrs. 
Meal hours 0700 — 0800, 1200 — 1300, 
1700 — 1800 hrs. 
Note: Normally the port stops Sunday/Friday inclusive at 2200 hrs. 
Should work proceed past 2200 hrs. it would be at double time. If 
required by the Union, a half hour meal break could be taken between 
0400 hrs. and 0430 hrs. 


Double time 


Work stops at 1600 hrs. on Saturday until 0800 hrs. on Sunday, unless 
vessel is being worked through to a finish for sailing that night or early 
the next day. 

Good Friday and Christmas Day are not worked on the Bermuda 
waterfront. 

MEDICAL: No advance notice required for medical attention if other 
than critical cases. First-class hospital facilities available. Vaccination 
Certificates required for all seamen. 

TANKERS: Shell bunkering berth, Freeport, Ireland Island. Discharge 
lines 8 in. and 10 in. No slop discharge facilities. 

DENSITY: 1025. 

FRESH WATER: Available alongside at Berths Nos. 6-7, by truck 
(capacity 4 tons), or by barge. Order prior arrival to avoid delay. 
FUEL: Grades available from Shell or Esso: Bunker C’”’ fuel oil, viscosity 
100 SSF at 122°F. Diesel oil. Viscosity 3616 at 100°F. 

CONSULS: 


Belgium France Norway 
Bolivia Germany Portugal 
Chile Greece Sweden 
Denmark Italy United States 
Finland Netherlands 


REPAIRS: All types minor deck and engine repairs can be carried out. 
Also major temporary repairs. Electronic repairs possible. 

DRY DOCKS: Only yacht slipways available. 

GANGWAY/DECK WATCHMEN: Not required. 

OPENING/CLOSING HATCHES: Usually carried out by stevedores. 
TOBACCO/WINE ALLOWANCE: Customs allows about 1 carton 
cigarettes and limited amount of spirits per man. 

REPATRIATION: First-class facilities available for repatriation and crew 
changes. 

AIRPORT: Distance from airport 10 miles. Connections to all parts of 
world. Average 15/20 flights per day. 

TIME: Local time GMT minus 4 hours (October-April). GMT minus 
3 hours (0200 hrs., last Sunday in April — 0200 hrs. last Sunday in 
October). 

HOLIDAYS: New Year's Day; Good Friday; Bermuda Day (May 24th); 
Queen's Birthday (celebrated annually in June) June 17th in 1991; Cup 
Match (Thursday and Friday before first Monday in August); Labour Day 
(1st Monday in September); Remembrance Day (November 11th); 
Public Holiday (November 12th); Christmas Day, Boxing Day (December 
26th). 

POLICE/AMBULANCE/FIRE: 911. Air Sea Rescue 2971010. 
TELEPHONES: Can be placed on board vessel when alongside. 
IDENTIFICATION CARDS: Required by all crew going ashore. 
GARBAGE DISPOSAL: Hunt's Sanitation Services. Tel: 236-7477. 
Fax: 236-9472. 

David A. Atcheson Ltd. Tel: 238-8972 

Skips are provided. Pick-up by arrangement, about twice a day, at a 
time of mutual convenience. 

WASTE OIL DISPOSAL: Hunt's Sanitation Services — see above. 

By tanker truck to regular berth, capacity about 2,500 imperial gallons. 
SEAMAN’S CLUBS: Bermuda Sailors Home, Richmond Road, 
Hamilton. Tel: 295-5598. Facilities: Restaurant, bar, accommodation, 
library, games, sports arranged. 

CURRENCY: Bermuda Dollar, equivalent to U.S. dollar. 

No currency restrictions for non-residents. 

GENERAL: Port of Freeport, Ireland Island, situated in the Port of 
Hamilton at the old British Dockyard is used mainly by the Royal Navy, 
Shell Bunkering and cruise ships in Summer. 


SHIPMASTER’S REPORT: Update 1994. 

Pilotage: There are 10 Pilots who operate on a rotation basis. Least 
depth is in the Dundonald Channel and Two Rocks Passage 
approaching Hamilton. Passenger Vessels over 26 ft. anchor in Grassy 
Bay just North of the Dundonald Channel. Official max. draft is 26 ft. 
Berthing: Vessel berths starboard side to with tug assistance. During a 
long stay vessels often have to shift up and down the wharf to make 
room for other ships making short calls. At one time the bow was 
overhanging the end of the quay by 100 ft. but even in this position ship 
can be well secured. 

Cargo Operations: Two container gangs can be worked at all times. At 
weekends additional men are available from other areas within the 
stevedoring firm and a third gang can be made up. 

Fresh Water: Not readily available in large quantities due to a water 
shortage. Price when available is $15.0 a ton. We managed without 
buying any in spite of a prolonged stay. 

Stores: Very expensive and would suggest only plan on buying 
essentials from supermarket in small quantities. 

Discharge Averages: 


Rolls of newsprint 22.07 tons per hour 


Vehicles and parts (Ro-Ro) 44.37 " 
Breakbulk 30.72 ” s 2 
Breakbulk items off container vessel 3 lS ae 
Containers 19.19 T.E.U. 


AUTHORITY: Department of Marine & Ports Services, P.O. Box HM180, 
Hamilton HM AX, Bermuda. Tel: (809) 295-6575. Telex: 3505 Rgshp 
Ba. FAX: (809) 295-3718. Contact: R.D. Ross, Director. Captain 
R.G. Southern, Director/Harbour Master. 


AGENT: Meyer Agencies Ltd., 35 Church Street, P.O.Box HM 510, 
Hamilton HMCX, Bermuda. Tel: 809-295-4176. Telex: 3361 Meyer BA. 
Fax: 809-295-4556. Cables: Meyerco Bermuda. 

Shipping, Freight, Insurance, Travel Agents. Marine repairs, Tug/ 
Barge Operators, stevedoring Operators, P and | Reps. 


BERMUDA 


ST. GEORGE'S: 32.22 N. 64.41 W. (See Plan) 
NAVIGATION WARNINGS: See “Hamilton”. 

NOTICES: See “Hamilton”. 

DOCUMENTS: See “Hamilton”. 

PILOTAGE: See “Hamilton”. 

ANCHORAGES: (a) Five Fathom Hole, located at Eastern end of Island 
and is point where Pilots embark/disembark. Used by vessels not 
required to enter or those awaiting daylight. (b) Murray's Anchorage, 
used instead of Five Fathom Hole during times of heavy weather 
(daylight hours only). Also, by vessels unable enter St. George's Harbour 
and wishing to take on water, carry out repairs, etc. A stand-by 
anchorage for vessels waiting berth at Esso Oil bunkering pier and for 
vessels leaving this pier and awaiting daylight. (c) St. George’s Harbour, 
when weather conditions such that Five Fathom Hole and Murray's 
Anchorage unsuitable to land ill/injured persons vessel proceeds directly 
to St. George's Harbour and anchors for short stays only, subject to 
size. 


RESTRICTIONS: Entry to St. George’s Harbour restricted waterline 
length of approximately 600 ft. and by draft of 28 ft. Murray's Anchorage 
restricted by draft of 38 ft. H.W. 


MAX. SIZE: Largest ship to enter to date — length 704 ft. However, size 
controlled by max. draft of 28 ft., displacement and weather conditions. 


HEALTH: Pratique granted on 24 hour basis and can be obtained by 
wireless by sending message via VRT to “Health Bermuda” requesting 
Free Pratique be granted. If any suspected disease or fever on board 
advise Health as well as Agent. 


RADIO: Commercial radio station operated by Cable & Wireless Limited, 
call letters VRT Bermuda, on VHF 16, 26 and 28. Pilots and Bermuda 
Harbour Radio control Channel traffic, call sign ZBM Bermuda (VHF 
Channels 16 and 12). 


VHF: Operated by Bermuda Harbour Radio. Contact on Channels 10, 
12, 16, and 26. 


VTS: System installed at the signal station at Fort St. George. 


TUGS: 3 tugs available, 1x 1,200 h.p. and 23,200 h.p. Tugs normally 
join vessel in harbour if requested. Tugs not compulsory and ordered 
depending on the size of the vessel and weather conditions. Tug’s lines 
used during normal tug operations. 

BERTHING: Dock and tugs agreed upon between Agent and Harbour 
Master prior ship's arrival. 

St. George's as a Port of Discharge: Stevedores advised the 51st 
meeting (1974) of The Bermuda Shipping Association that as 
St. George's is no longer being used for cargo, all gear and equipment 
have been removed from the port. In the event of discharge taking place 
at St. cape there will be an ‘item of cost’ for transport of gear and 
equipment from Hamilton to St. George's. Similarly an ‘item of cost’ is 
applicable to discharge at Freeport (Dockyard). 

Berth Length Max. draft Remarks 

Penno’'s Wharf 750 ft. 28 ft. Cruise ship (New cruise ship 
terminal completed 1991) or 
cargo-handling berth. Large area 
on Western end for bulk cargo 
discharge. 

Concrete jetty with steps for 
small boat berthing. Large 
vessels berthed at Pennos Wharf 
overhang up to 250 ft. over 
Hunter's Wharf in depths up to 
30 ft. 

No cargo-handling facilities. New 
cruise ship terminal completed 
May 1994, capable of berthing 
650 ft. cruise ships. 
STEVEDORES: Ordered by Agent after receipt of ETA. Average 
discharge general cargo 10 t.p.h. 

Also see “Hamilton”. 

MEDICAL: No advance notice required for medical attention if other 
than critical cases. First-class hospital facilities available. Vaccination 
certificates required for all seamen. 

TANKERS: Esso Oil Pier: Two dolphins, centre platform and walkways. 
Vessels up to 700 ft. in length and 38,000 d.w.t. can be accommodated. 
Discharge lines 8 in. and 10 in. No slop discharge facilities. 

Berthing: The berth was rebuilt in 1980 about 40 ft. further out (the old 
pier debris was left in place). Ships are moored to 4 buoys, forward and 
aft centreline and offshore on the beam also to bollards on the shoreline 
and on the 2 breasting dolphins. Ships normally approach from the North 
with 2 tugs asi saripe forward and aft. The anchor may be dropped and 
3 — 4 lengths of chain run out. A launch will take the mooring ropes, 
usually to the forward buoy first, to the aft buoy and then to the breasting 
dolphins. When the ship is in position, all other moorings are sent out; 
those to the shoreline last. The minimum number of ropes is: 2 to each 
of the offshore buoys, 1 to the fore and aft buoys and to 4 bollards 
ashore, 2 or 4 spring lines to the dolphins. Length of breasting lines 
must be minimum 750 ft. long to reach shore. 

Caution: The ropes to the buoys must be kept taut at all times; 

particular care must be paid to these moorings during the hurricane and 
Winter seasons. Occasionally ships may be berthed heading N.E. 
In strong winds from S.W. to N.E. vessel will not be berthed, nor 
be permitted to remain alongside if wind shifts onto the dock. 
Cargo: Two or more 8 in. hoses are used for the discharge of cargo. 
The ship's cargo boom may be used to connect or support the hose. 
Maximum pressure on the hose 100/120 p.s.i.g. There are several cargo 
lines. Tankers carrying more than one grade to St. George should 
arrange the cargo to permit discharging two or more grades 
simultaneously. Hand radios are used during the cargo operations. 
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Hunter's Wharf 335 ft. 28 ft. 


Ordnance Island 160 ft. 26 ft. 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Requirements for Vessels Using the Esso Oil Terminal: NOTES 

1. Tankers and Large Vessels for Bunkers: F tte F 

(a) It is an Oil Terminal requirement that a Pilot remains on board at Proate also adviee Shipping Guides Utd. 
all times while alongside the Terminal. 

(b) Itis a Terminal requirement that all vessels on completion of either 
discharging or bunkering/ballasting leave the berth and proceed 
either to sea, or wait daylight. 

(c) One tug is mandatory for berthing and unberthing and a second 
tug depending upon weather and other conditions decided by the 
Master and Pilot, and the Agent will be informed accordingly. 

(d) Tug requirements for unberthing outside normal working hours 
must be discussed well in advance between Master and Pilot 
(and Agent informed) as it may take up to 4 hours before the 
second tug is available at the Terminal. Weather conditions, 
especially at weekends during the winter months, must be 
assessed and if any likelihood of strong Northerly winds, 
precaution should be taken of ordering a tug(s) or if necessary 
have a tug standing-by in readiness. 

(e) Max. draft ole satin not to exceed 34 ft. (10.3 m.) and/or length 
700 ft., 38,000 d.w.t. unless under exceptional circumstances and 
permission authorised by Esso Management. 

2. Liquid Gas Carriers and Smaller Vessels for Bunkers: 

(a) It is mandatory to have a tug for berthing liquid gas carriers but 
dependi ng upon conditions prevailing at the time, the Master and 
Pilot will decide whether or not a tug is advisable for unberthing. 

3. General: 

The over-riding factor must be for the safety of the ship at all 
times and the Pilot with his local knowledge and skill will advise 
the Master (who probably is unfamiliar with Bermuda waters) as 
to the advisability of the necessary assistance required. 
Pilot detention will be paid at an hourly rate from the time the 
vessel is secured alongside as this is not in his normal line of 
duty. He is retained at the request of the Terminal as a 
precautionary measure should the ship have to be moved at short 
notice. 

DENSITY: 1025. 

FRESH WATER: Available. Order prior arrival to avoid delay. 

FUEL: Grades available: Bunker “C” fuel oil, viscosity 122 SSF at 122°F. 

Diesel oil, viscosity 3616 at 100°F. 

CONSULS: See “Hamilton”. 

REPAIRS: All types minor deck and engine repairs can be carried out. 

Also major temporary repairs. 

DRY DOCKS: Only yacht slipways available. 

GANGWAY/DECK WATCHMEN: Not required. 

OPENING/CLOSING HATCHES: Usually carried out by the stevedores. 

TOBACCO/WINE ALLOWANCE: Customs allow about one carton 

cigarettes and limited amount spirits per man. 

REPATRIATION: First-class facilities available for repatriation and crew 

changes. 

AIRPORT: Distance from airport 2 miles. Connections to all parts of 

world. Average of 15/20 flights per day. 

TIME: See “Hamilton”. 

HOLIDAYS: See “Hamilton”. 

POLICE/AMBULANCE/FIRE: Police 911; Ambulance 911; Fire 911; 

Air Sea Rescue 297-1010. 

TELEPHONES: Can be placed on board vessels when alongside. 

po deine yoy CARDS: Required by all crew members going 

ashore. 

GENERAL: Esso Oil Berth, within Port of St. George, is purely a 

bunkering and petroleum discharge pier situated on the Southern side 

of arb 4 s Anchorage. 

AUTHORITY: Rupertment of Marine and Ports Services, P.O. Box HM 

180, Hamilton HM AX, Bermuda. Tel: (809) 295-6575. Telex: 3505 

RGSHP BA. FAX: (809) 295-3718. Contact: Russell G. Southern, 

Harbour Master/Deputy Port Director. 

AGENT: Meyer Agencies Ltd., Water Street, P.O.Box GE 48, 

St. George’s, Bermuda. Tel: 809-297-1616. Telex 3361 Meyer BA. 

Fax: (809) 297-1428 

Shipping, Freight, Insurance, Travel Agents. Marine repairs, 
Tug/Barge Operators, Stevedoring Operators, P and | Reps. 
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Bolivia 


GENERAL: Bolivia is completely land locked with no ocean ports. 

The country has special port facilities or ‘in transit zones’ in Brazil at 
Santos; in Argentina at Buenos Aires and Rosario, and to the Pacific at 
Matarani in Peru, also Arica and Antofagusta in Chile. 

Santos (Brazil): The railway is from Santos to Santa Cruz (Bolivia) via 
the Bolivian border town of Corumba, a total distance of 1,300 miles. 
The port has a shed for Bolivian and Paraguayan imports and exports. 

Buenos Aires and Rosario (Argentina): At the port of Rosario, a quay 
of 820 m., with land and sheds, has been made available for the 
discharge, loading, reception, dispatch and storage of Bolivian imports 
and exports. A railway runs from Rosario to La Paz via the Bolivian 
frontier town of Villazon, and another line past Salta to Santa Cruz via 
Yacuiba on the boundary, distances of 1,300 miles and 1,500 miles 
respectively. Buenos Aires has no ‘free zone’ for Bolivian cargoes. 

Matarani (Peru): The port has facilities for handling Bolivian imports 
and exports. There are storage sheds for general cargo, a mobile loading 
tower for ores and concentrates, and a mobile pneumatic tower for 
discharging bulk grain. Containers can be landed and sent through to 
Bolivia or strip) and the goods stuffed into local containers (railway 
owned, if possible) for transport to Bolivia. A railway unites the port with 
Puno on Lake Titicaca, where a steamer transports cargo to Guaqui 
and then by rail or road to La Paz (525 miles) or other Bolivian towns. 

There is also an unpaved road direct to La Paz and to other Bolivian 
cities, that is a useful alternative to the railway, but, as with the road 
from Arica, it is often in bad condition during the rainy period, December 
to April. A road from Ilo to the Bolivian frontier town of Desaguadero 
has been completed. 

Arica (Chile): The railway is the shortest route (283 miles) from a sea- 
port through to La Paz. There is also a road, on which trucks take about 
48 hours to transit between Arica and La Paz, but during the rainy 
season, December to April, the condition of this unpaved road so 
deteriorates that road transport can be delayed for up to 12 days. 

The port has a warehouse for Bolivian cargo and facilities for handling 
containers and dispatching them in bond by rail or road to Bolivia. 

Antofagasta (Chile): The railways transports the greatest tonnage of 
Bolivian imports (mostly bulk grain) and exports (minerals — ingots, ores 
and concentrates). 

It links Antofagasta with La Paz via Oruro and is 729 miles long. There 

are branches to Cochabamba, and Potosi and Sucre. 
DOCUMENTS: In each port there are Bolivian Customs Authorities 
under the control of the Bolivian Consul. At none of the ‘in-transit ports’ 
are any special Consular despatches or documents needed by vessels, 
other than those required by the particular country. It is only necessary 
to present separate manifests for cargo in transit to Bolivia. 

However commercial invoices, and goods documentation does 
require consular intervention. 

hippers must provide Bills of reap and Consular Invoices and also 
attach suppliers invoices, certificates of origin and insurance policy. Most 
imports are handled under letters of credit. Documents must be made 
out in Spanish. At Ocean Port, on Agents replace the Bill of 
Lading with a railway bill or trucking bill. There is no exchange control 
or shortage of foreign exchange in Bolivia. 

Claims are finally set up (shortages, condition, etc.) in Bolivia, and 
hook tallies, local port receipt to Bolivian Customs, railway or truck 
receipts, etc., all form part of the settlement. 

CONTAINERS: It is possible to despatch sealed containers right through 
to Customs in Bolivia for opening there. 

WEIGHTS AND MEASURES: All weights and measures are to be 
expressed in the metric system, except for lumber, in board feet. 


NOTES 
Piease also advise Shipping Guides Ltd. 


BOLIVIA 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Brazil 


GENERAL 


SHIP REPORTING SYSTEM: 


Information System of Maritime Traffic Control 
(SISCONTRAM) 


(See Plan) 


Description: 

A voluntary reporting system operated by the Naval Command for the 
Control! of Maritime Traffic (COMCONTRAM). The limits of the search 
and rescue (SAR) area covered by the system are: 

(a) 04° 31’ N., 50° 59’ W. Brazil — Guyane border. 

(b) 05° 00’ N., 48° 00’ W. 

(c) 05° 00’ N., 40° 00’ W. 

(d) 07° 40’ N., 35° 00’ W. 

(e) 06° 22’ S., 16° 00’ W 

(f) 06° 22’ S., 10° 00’ W 

(g) 34° 00’ S., 10° 00’ W 

(h) 34° 00’ S., 53° 00’ W. Brazil — Uruguay border. 

In addition vessels are requested to participate in the scheme within 
the larger area of the Atlantic Ocean, South of 23° 30’ N. 
Requirement for messages. 

DEPARTURE MESSAGE (Type 1). This contains the vessel's Sailing 

Plan and should be sent: 

(a) On sailing from a port within the area. 

(b) Prior to entering the reporting area. 

ALTERATION OF ROUTE MESSAGE (Type 2). This should be sent 

whenever the ship has to modify the route or change the destination 

given in the Departure Message. 

POSITION MESSAGE (Type 3). This should be sent: 

(a) When the vessel is more than 25 miles off the planned route. 

(b) On achange in the navigational status of the vessel, e.g. stopped 
or damaged. 

(c) When the vessel observes a danger to navigation. 

ARRIVAL MESSAGE (Type 4). This should be sent: 

(a) When the last point on the pre-established route close to the port 
of arrival is reached. 

(b) When leaving the reporting area. 

Form of messages. 

Each message consists of a selection of items from the format list 
shown below. Message items should be separated by a stroke (/), 
omitted items by a dash between two strokes (/—/) and the end of the 
message by a double stroke (//). 

A. Vessel’s call sign (4-8 characters). 

B. Vessel’s nationality (2 character abbreviation of name). 

C. Vessel’s name (up to 18 characters). 

D. Type of vessel. (CGO — general cargo, container, Ro/Ro; BLK — 
bulk carrier; PAS — passenger; TKR — tankers in general; TUG — 
tug; FSH — fishing. 

E. Message type (e.g. “3” indicates Position Message). 

F. Port of origin/departure (up to 18 characters). 

G. ETD in GMT (6 digits with suffix Z — represents time of departure 
from a port, time of entry into the area or time of position). 

H. ARRIVAL PORT (up to 18 characters). 

|. ETA in GMT (format as for G — represents time at last route point 

close to destination or time on leaving the area). 

J. SPEED (4 digits, knots and tenths of knots, e.g. 15.5 — this is 
estimated speed over pre-established route or new estimated 
speed if route has changed). 

L. POSITION' (for message types 1 and 2 a minimum of 2 and 
maximum of 16 latitude and longitude groups, representing 
course change points, can be sent; each group should be 
separated by “/”. Type 3 messages require a single latitude and 
longitude group). 

. COURSE CHANGE POINT NUMBER (2 digits representing the 
last pre-established course change point passed). 

. DATE/TIME (format as in G — time of transmission). 

. DOCTOR ONBOARD (Y for yes, N for no). 

. OTHER INFORMATION (Use codes from the International Code 
of Signals to provide additional information about the incident 
which caused the Position Message to be sent — maximum of 18 
characters). 

' Latitude (4 digits) in degrees and minutes N or S, e.g. 2125S; longitude 

(5 digits) in degrees and minutes E or W, e.g. 05125W. 

rent MESSAGE (Type 1) consists of items A/B/C/D/E/F/G/H/ 

/J/O/LN// 

ALTERATION OF ROUTE MESSAGE (Type 2) consists of items A/B/ 

C/D/E/G/H/V/J/L/N// 

Sy ich MESSAGE (Type 3) consists of items A/B/C/D/E/L/G/M/I/J/ 
/N// 

ARRIVAL MESSAGE (Type 4) consists of items A/B/C/D/E/H/I/N// 

Transmission of messages. 

Reports addressed to COMCONTRAMAR are free of charge and can 
be sent through one of the following Brazilian coast radio stations: Belem 
(PPL), Olinda (PPO), Rio (PPR), Juncao (PPJ). Alternatively, reports 
addressed COMCONTRAM RIO can be sent by radiotelex No. 2153158, 
2153159 or 2153181 MMARBR. Reports sent in this way are 
chargeable. 

DOCUMENTS: 

Required prior to arrival: 

Notice of arrival: 

At least 24 hours prior to the anticipated arrival of the vessel, the 
following must be notified: the Captain of the Port, the Federal Maritime 
and Air Police, and Maritime Health. Likewise, the Cooperative of Health 
Inspector of Bahia (VHF radiotelegraph station, Channels 12 and 18) 
must be notified either directly or through the agency. (The Bahia 
pep ate is a private institution, controlled by the Office of the Captain 
of the Port. 
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Information on cargo for the port: 

The agency should receive by airmail, at least 24 hours in advance 
of the anticipated arrival of the vessel, the following documents for 
distribution as indicated. 


Documents Port Authority Customs Agency Total 
Cargo Manifest 1 1 2 4 
Manifest of Dangerous Cargo 1 1 2 4 
Freighted Bills of Lading - 1 2 3 
Stowage Plan 1 1 2 


All manifests not in the Portuguese language must be translated into 
Portuguese and put on a special form, (copia de traducao de manifesto 
de carga) copy of translated cargo manifest. 

Request for port services: 

At least 24 hours prior to arrival, the Brazilian Port Authority, Empresa 
de Portos do Brasil, S.A. (PORTOBRAS), must receive their berthing 
request, to obtain port services. 

Additional requirements: 

All communications with the above mentioned Authority must be made 
through a shipping broker. The Port Agent handles all cargo operations. 
The shipping broker may also be the Port Agent. 

On arrival: 


Number and distribution of documents 

Maritime National 
Canal Se rene Health Agency 
- 1 4 


Type of Document 


Basic forms 
. General Declaration(b) 1 
Cargo Manifest(c) - 1 2 
|. Crew List 1 2(d) 10 
Passenger List 1 2(d) ap 
. Ship's Store List - 1 
Crew Effects Declaration - 
Maritime Declaration of - 
Health 
. Mail List - - - - 1(h) 1 
. Health Pratique Book - - - 1 - 1 
from preceding 
Brazilian Port 
10. Entrance Declaration = 
11. Certificate of Customs - 1 - - - 1 
Inspection 
12. No-cargo Manifest - 1 - - 1 
13. No Passenger 1 1 2 1 2(d) 
Declaration 
14. List of Passengers in 1 - 1 1 - 
transit 
15. Bills of Lading - 1 - - 1 
16. Declaration of On-deck 1 - - - - 
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17. in-ballast Declaration 

(a) These documents are beléied to the Office of the Captain or the 
Port, where their contents are recorded. They are then sealed and 
returned for the vessel's departure operation. 

(b) In addition to the special Entrance Declaration for the Office of 
the Captain of the Port, and the Certification of Customs inspection. 

(c) The Manifest should include the number and contents of the 
containers, as well as an indication of unfreighted containers. 

(d) One copy for the exit gate of the harbour. 

(e) In the event that the next port of call should be Brazilian, an 
additional copy must be submitted, which is stamped by Customs. 

(f) If the drugs are not included on the Ship's Store List, a list of 
medicinal drugs (narcotics) must be presented to the Maritime Police. 

(g) Only for the first Brazilian port of call. There is a special form in 
the Portuguese language, but the LAFTA/OAS form will be accepted. 

(h) For delivery to the Postal Authority. 

Other requirements: 

The landing card requirement provision is still current, but it is not 

always requested. The agency delivers blank forms. The cards are filled 
out on board, and a photograph of the passenger or crew member must 
be affixed. The cards must be presented to the Maritime Police within 
48 hours after the arrival of the vessel, but in the meantime all interested 
persons may land. The cards must be returned to the Police before the 
vessel's departure. 
Crew members’ Documents: Certain Brazilian ports authorities have 
been levying fines at an increasing rate, against vessels in cases where 
crew members’ documents have been incomplete or improperly 
prepared. In order to avoid such fines, the following guidelines should 
be adhered to: 

(1) All crew members should possess a valid Seaman's Book. 

(2) Crew members without a Seaman's Book must have a statement 
in their passport, mentioning ‘Seaman’ as profession, preferably with 
the vessel's name and the crew member's rank. 

(3) If the above requirements are not satisfied, the crew member 
should be listed on a Passenger List, but still bear a valid passport and 
valid visa, plus vaccination certificates. 

(4) Supernumeraries are not accepted on Crew Lists. Any relatives of 
crew members should be stated on a valid Passenger List, also bearing 
a valid passport with required visa and vaccination certificate. 

Prior to Departure: 

At least 24 hours prior to sailing, to avoid possible delays, the following 
documents must be processed: 
Customs: 

The original of the payment voucher covering the lighthouse and 
beacon fees, to obtain the clearance permit; 
Captain of the Port: 

A copy of the above mentioned voucher; Crew List, should there have 
been any crew changes; List of Passengers Embarked; upon 
presentation of these, the sailing permit is granted. 

Maritime Police: 

Passenger List or no-passenger declaration; Crew List, should there 
have been any crew changes. 
Postal Service: 

A certificate of mail delivery or a no-mail certificate must be obtained. 

In the event that the next port of call is Brazilian, the local authorities 
check the sailing permit issued by the four agencies mentioned above; 
if the next port of call is foreign, the sailing permit issued by the Captain 
of the Port suffices. 


Other Provisions: 

The agency must, within seven days following the departure of the 
vessel, deliver a copy of the cargo manifest of freight embarked in the 
port, and a copy of each bill of lading issued to Customs, PORTOBRAS, 
and SUNAMAN. 


FLAG: The Brazilian flag is a green ground with a yellow lozenge 
enclosing a blue sphere, with 21 white stars of which 5 form the Southern 
Cross and the motto ‘Ordern & Progresso’. 

This must be flown from the foremast when in Brazilian Ports, from 
0800 hrs. to sunset daily. 

The customs flag — blue with a white star — to be flown 24 hours a 
day after clearance is granted. 


FREE PRATIQUE: Vessels must report ETA via Agent 24 hours in 
advance, confirming 12 hours prior to arrival. The message must report 
that sanitary conditions are satisfactory or otherwise and an indication 
of the number of passengers intending to disembark and/or in transit. 

On arrival the Port Health Authority will board, and further to the 
documents previously mentioned will require to sight vaccination 
certificates. 

The reception committee will only board by accommodation ladder, 
or gangway if the vessel is alongside, and must be met at the head of 
the ladder by a Ship's Officer. 


PILOTAGE: This is compulsory for all vessels over 200 g.r.t. There are 
specific boarding points shown on the charts for each port and vessels 
must wait there, flying flag G, either at anchor or under way. A safe rope 
ladder must be provided and must be properly illuminated. Pilots should 
be ordered at least 2 hours prior to arrival by ship’s Agent, or in the 
event of outlying ports 24 or 48 hours ahead (See each port). 


VHF: Vessels in coastal regions to maintain watch on Channel 16. 


STEVEDORES: Longshoremen are provided by the dock companies 
and paid for from the Port Charges. Stevedoring can be carried out 
either by ship's Agents or by contract. In all cases the number of men 
per gang and their salaries are fixed by Sunaman (Merchant Shipping 
Superintendency in the Ministry of Transport). 

The vessel is oo, the employer of the labour, and as a result the 
vessel is responsible for any damage to the cargo, ship or any third 
party, by the stevedores. 


GENERAL BERTHING INFORMATION: 
A berthing priority in Brazilian Ports is given as follows: 
(1) Warships, Brazilian or Foreign. 
(2) Regular Passenger Liners for whom immediate berthing facilities 
are available. if requested at least 24 hours in advance. 
(3) Cargo vessels, for whom there are special installations, are given 
preferential berthing rights. 
(4) Vessels with perishable cargoes are given priority berthing. 
(5) Vessels that can load and discharge simultaneously can obtain 
preference over others. 
As soon as cargo operations finish, all vessels must leave their berth, 
or be removed by the Port Authority. 


FUEL: A monopoly on supply is held by PETROBRAS, and owners 
requirements must be made well in advance to the Petrobras offices in 
New York, London or Rio de Janeiro. Supplies are not plentiful, and in 
certain ports only certain grades are available. 


WATCHMEN: Services of watchmen compulsory. 


PIRACY: Acts of piracy have taken place at Rio de Janeiro and Santos 
in recent times, with loss of life of crew members. 


POLLUTION: Very strict penalties are enforced, and fines are the same, 
however little pollution is caused. No dumping of any oil is permitted 
within 50 miles of the coast. 

Garbage: It is forbidden to dump any garbage in any harbour or river. 
In some ports garbage collection can be arranged. 


CREW: Crew members wishing to join a vessel, must carry a Letter of 
econ for the ship’s Agent. They must be signed on within 48 hours 
of arrival. 

For Crew members joining from abroad it is advisable to be in 
possession of a two year multiple entry visa, as only U.S. Consulates 
in Rio de Janeiro, Recife and Brasilia are authorised to issue visas. 
Seamen's Missions: 

Scandinavian Seaman's Mission 
Flying Angel Club 
German Seaman's Home 

The above Missions are in Santos, and can arrange football matches, 

tours, etc. There are no Missions in other ports. 


GENERAL: Operators and Masters of Liberian flag vessels should 
consult Agents well in advance respecting requirements for 
endorsement of Seamen's Books or Passports. 


SHIPMASTER’S REPORT: July 1987. 
VHF: Arrival Reports: The Port Captain's Department of each port 
requires the vessel to make reports in a specified form: 

1. On entering, in English via Pilots or Port Control. 

2. On entering, (normally by Pilot in Portuguese). 

3. On leaving (normally by Pilot in Portuguese). 

Information to include: Name, Call Sign, Flag, Last Port, where to 
berth, ETA and the anchorage position (probably in Latitude and 
Longitude). 

Customs: A regulation of 1950 is applied in some ports which requires 
the declaration of all ship’s stores and spare gear. Items such as 
propeller, tail shaft, anchor, tools, paints, etc., are confiscated and sold 
at auction after the vessel's departure if they are not declared. It is 


recommended to contact Agent for the requirements at the port of call. 


Pollution: No oil to be discharged within 50 miles of the coast and no 
garbage within 12 miles of coast. Patrols are made by aircraft. Fines 
are calculated on a flat rate, multiplied by the g.r.t. of the vessel, whether 
for 1 litre or 1,000 litres. Imprisonment up to 3 years. 


BRAZIL 


ALUMAR: 02.40 S. 44.21 W. (See Plan) 


LOCATION: Alumar Port is located at Sao Marcos Bay, on the West 
bank of Sao Luis Island, 5.5 miles South of the Port of Itaqui in position 
02° 40.5’ S., 44° 21.5’ W. 

The port was built in the confluence of the Rio dos Cachorros with 
the Estreito dos Coqueiros which was dredged to permit access to the 
Baia de Sao Marcos. 

The dredged access channel in the Estreito dos Coqueiros is located 
between the Islands of Sao Luis and Taua-mirim. 

DOCUMENTS: 
Documents Required on Arrival: 

6 copies Crew List. 

3 copies Stores List. 

3 copies Crew Personal Effects List. 

6 copies Passenger List (or Negative Passenger List). 

1 Ballast Declaration. 

2 copies of Manifest and 1 copy of each Bill of Lading, if with cargo 
for Alumar Port. 

The following will be inspected: 

Crew and Passenger Vaccination Certificates. 

Ship’s Documents. 

Fuel, Diesel, Water 

Derat or Exemption 
Cargo Papers: 
Master will receive copies of each document listed below: 

Notice of Readiness. 

Bill of Lading (non-negotiable copy). 

Cargo Receipt. 

Statement of Facts. 

Draft Survey Result. 

Cargo Manifest. 

Masters shall approve and sign the Notice of Readiness, Bill of Lading, 
Draft Survey Result, Statement of Facts and Cargo Receipt, as required 
by the shippers and Agents. 

Clearance: 

Ship's Agent will furnish clearance papers for sailing as well as the 
Cargo Manifest. 

PILOTAGE: Compulsory for all ships sailing to and from Alumar Port. 

They will board and disembark in the Pilots waiting area, abeam of 
\lha do Medo, which is also used by the Port of Itaqui. 

ANCHORAGE: Masters shall contact the Pilot Station on VHF Channel 
16, prior to proceeding to the Anchorage Area. 

The waiting area is also used by the Port of Itaqui and is located at 
Lat. 02° 28.4’ S., Long. 44° 23.5’ W. 

The area is a circle around the above coordinates with a minimum 
depth of 21.5 m. 

Brazilian Government Officials may board ships in the anchorage area 
for clearance formalities. 

A suitable and adequate ladder for this purpose must be provided 
soon after anchoring. 

It is extremely important that Masters comply with Brazilian Anti- 

llution Laws while in Brazilian waters. 

RESTRICTIONS: The Access Channel is located between the Islands 
of Sao Luis and Taua-mirim. It is 3.0 miles long, with minimum width of 
120 m., and dredged to 7.0 m. 

The Turning Basin has been dredged to 7.0m. depth and has a 
diameter of 400 m. 

The Berthing Basin, located in front of the wharf, is 320 m. long, 50 m. 
wide and dredged to 11.0 m. depth. 

Maintenance dredging is periodically carried out to maintain these 
conditions. 

All depths are related to DHN - Brazilian Navy Datum (low sea level). 
MAX. SIZE: Max. draft 10.5 m. (berthing only during hightide). 
HEALTH: Free Pratique should be requested by radio 72 hours prior to 
arrival, by forwarding quarantine message to Port Health Authorities 
through the ship's Agent. 

RADIO/VHF: Long distance radio communications shall be made 
through Embratel Coastal Stations. 

Alumar Port Operations may be called through VHF Channel 16 from 
the vicinity of the waiting area or from other areas when within range. 
Arrival Notice: The Master of an arriving vessel is required to cable to 
the Agent his ETA 15 days in advance or when sailing from previous 
port if distance is less than 15 days. 

Additional ETAs to be sent 5 days, 48 hours and 24 hours prior to 
arrival at Alumar Port. Any significant change in ETA should be advised 
immediately. 

48 hours message shall provide the following information: ETA, cargo 
tonnage by hatch number, arrival draft, ballast tonnage on board and 
deballasting time. 

TUGS: Tug service is compulsory for all vessels in Alumar Port. There 
are 2 tugs of 1,830 h.p. (27 ton bollard pull) permanently based at the 
rt 


port. 
Ld ad The wharf consists of a 252 m. long x 19.6 m. wide concrete 
platform. 

There is a mooring dolphin at a distance of 50 m. from the West end 
of the wharf, and a mooring buoy with a 30 ton sinker, located 110 m. 
from the same West end of the wharf. 

The docking wharf is fitted with 9 sets of fenders, spaced 29 m. apart. 
Bulk Cargo Unloader: Clamshell type ship unloader, with 1,200 t.p.h. 
unloading rate. 

Ship's air draft shall not exceed 20.3 m. at any stage of the tide. 
Alumina Loader: The linear type shiploader to load alumina, is rated at 
1,500 t.p.h. and has a 60 in. wide belt conveyor. Ship's air draft shall 
not exceed 14.0 m. at any stage of the tide. 

Caustic Unloading Facilities: The caustic unloading facilities are located 
at the West end of the main wharf. 

It consists of 16 in. fixed poureng: system, which is to be fitted to 
arg oe supplied by the ship. The caustic soda shall be pumped 

y the ship. 


uantities on arrival. 
ertificate. 
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BALLAST: There are no shore facilities available at Alumar Port for 
receiving slops, dirty or contaminated ballast. 

Masters are cautioned that discharging of anything other than 
uncontaminated ballast will be subject to penalties as prescribed by 
Brazilian law. 

FRESH WATER: Potable water is available to ships at Alumar Port. 
Ships which require potable water shall notify Port Authorities before 
berthing. 

FUEL: Available by barge. Agent requires advance notice. 

TIME: GMT minus 3 hours. 

GARBAGE DISPOSAL: No service available. 

WASTE OIL DISPOSAL: No waste oil disposal service available at the 
port or at Sao Luis City. 

SEAMAN’S CLUBS: There are no Seaman's Clubs in Sao Luis, but the 
city provides good shopping at the shopping centers available, as well 
as international telephone services, churches, post office, and mini-bus 
collection can be arranged with the shipping agents. 

CURRENCY: Local currency is the Cruzeiro. There are no restrictions 
placed upon seafarers regarding local currency. 

GENERAL: Weather: Sao Luis is located within the Intertropical 
Convergence Zone (I.T.C.Z.) and it is not on the route of Tropical 
hurricanes and cyclones. 

Local temperature ranges between 24°C. and 30°C., and mean 
humidity from 75% to 85%. 

Annual average rainfall is 2,250 mm., distributed in 2 well defined 
seasons: the rainy season from January to June and the dry season 
from July to December. 

Predominant winds, characterised as trade-winds, come from N.E. 
and E.N.E. 

Annual average wind speed is about 10 knots. 

Tides: Special care is required with the tides, which range from —0.3 m. 
to +7.10 m. during Spring tides. 

Tide level variation generates reversible currents all over the area. 
During Spring tides, approximately 3 hours after the beginning of the 
ebb or the flood tide, current reaches 5 knots to § knots. 

Charts: The following Nautical Charts should be consulted for navigation 
in the Baia de Sao Marcos area: 

Diretoria de Hidrografia e Navegacao — DHN — Brazilian Navy: 

Chart No. Title 


010 From Cabo Orange to Recife 

400 From Cabo Gurupi to Ilha de Santana 
411 Baia de Sao Marcos 

412 Vicinity of the Ports of Sao Luis and Itaqui 
413 Port of Itaqui 

414 Vicinity of the Island of Taua-mirim 


: U.S.A. Defense Mapping Agency Hydrographic and Topographic 
entre: 
Chart No. Title 

24020 Baia do Oiapoque to Rio Parnaiba 

24260 Ilha de Santana to Camocim 

24270 Cabo Gurupi to Ilha de Santana 

24271 Baia de Sao Marcos 
Fire Protection: The wharf is equipped with 4 hydrants with double outlet 
of 2.5 in. diameter and 60 m. flexible hoses. 
Lighthouses: Sao Marcos, Mangunca, Santana, Aracagi, Pirajura, 
Alcantara, Ponta da Areia, Ilha do Medo, Ponta da Madeira. 
Radio Beacon: Sao Joao Lighthouse, Sao Luis Airport. 
Access: The same access used for Itaqui Port, and the cited navigation 
aids system should be used for the approach to the waiting area of 
Alumar Port. 
AUTHORITY: Porto da Alumar, P.O.Box 661, Sao Luis, Maranhao, 
C.E.P. 65095-050, Brazil. Tel: (098) 216-1392, 216-1878. Telex: 981058 
(Port Operations). FAX: (098) 232-1272. Contact: Ronildo Jose 
Carvalho, Port Superintendent. 


ANGRA DOS REIS: 23.01 S. 44.19 W. 


(A) GENERAL CARGO SECTION. 
(B) TANKER SECTION. 


(See Plan) 


(A) GENERAL CARGO SECTION 


DOCUMENTS: See “General” before first port. 
PILOTAGE: Pilotage compulsory for tankers, propane carriers, nuclear 
powered vessels, vessels carrying explosives and all foreign vessels. 
Pilot boards in position Lat. 23° 04’ S., Long 44° 14’ W. 
Request for pilot must be made 24 hours in advance via the vessels 


agent 
ANGHORAGES: In the Bay of Ilha Grande; approximately midway 
between the ports of Rio de Janeiro and Santos; offering excellent 
anchorages, amongst which may be mentioned: Enseada das Estrelas, 
Enseada do Abraao, Enseada das Palmas, Enseada Sitio Forte and 
Enseada de Aracatiba. 

The inspection area of the Port Health, Federal Receipt and Maritime 
Police authorities is covered by a radius of 300 m. around the point of 
co-ordinates 23° 00’ 42” S., 44° 18’ 41" W. 

Anchorage for vessels of more than 31 ft. draft and 10,000 g.r.t. 
23° 01' 54” S., 44° 19’ 18” W. 

Anchorages for vessels of 
23° 00’ 48” S., 44° 18’ 30” W. 

Anchoring prohibited in the approach channel and manoeuvring basin. 
Quarantine Anchorage: 23° 06.47' S., 44° 27.1' W. 
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less than 31 ft. or 10,000 g.rt. 


RESTRICTIONS: The Bay of Ilha Grande possesses two entrances, 
from the East and the West, permitting immediate access to the Port of 
Angra dos Reis from the direction of Rio de Janeiro or the Port of Santos, 
without any change of course. Both access Channels are adequately 
marked, enabling ships of up to 14m. draft to navigate in complete 
safety as far as the port basin about 1 mile from the wharf, where they 
may lie at anchor and take on cargo from tenders tied up alongside 
There is another basin with a mud bottom even nearer the wharf, 
pertane anchorage and docking manoeuvres for ships of up to 10 m. 
raft. 

Access Channel: The port has an access channel 120 m. wide running 
in the direction 345° true, starting at the junction of the South and North 
channels, and is marked on Brazilian chart No. 1604. The tidal amplitude 
is 1.80 m. and the depth at the bar is 40 m. 

Near to lilha da Francisca and the port, the depth is about 10.5 m. 
Manoeuvring Basin: The basin is 500 m. long and 320 m. wide and has 
a depth of 9.0 m. from the access channel up to the port where it is 
150 m. wide and 9 m. deep. 

HEALTH: Port doctor visits all ships on arrival and requires Maritime 
Declaration of Health, Derat Certificate, 2 Crew Lists. Vessels from 
another Brazilian port automatically receive Free Pratique and should 
not fly Quarantine Flag. If suspected disease or fever on board it is 
advisable to cable Agent before arrival. 

TUGS: Available: 4 tugs of up to 600 h.p. 

BERTHING: Pier of 400 m. length with 340 m. of berthing space and a 
depth of 9.0 m. 

BULK CARGO FACILITIES: Silo for wheat and bulk grain with a 
capacity of 10,000 tons, owned by Moinho Sul Mineiro S/A. There are 
2 suction plants of 60 t.p.h. each. 

CARGO FACILITIES: 2 electric cranes of 3.2 tons capacity, 1 crane of 
6.3 tons capacity and 2 electric cranes of 2 tons capacity. Mobile cranes, 
1 for 40 tons, and 10 for 22 tons. Verolme have an 80 ton floating crane 
available for hire. 

Also available for hire are 2 mechanical conveyors, each with 80 t.p.h. 
capacity. 

MEDICAL: All facilities available. If doctor needed on arrival or making 
emergency call to land sick persons, cable ETA 12 hours before arrival. 
FRESH WATER: Available at a rate of 8 cu.m.p.h. Connection is 4 in. 
FUEL: No facilities for supplying large vessels. Small vessels can be 
supplied with diesel oil. 

CONSULS: There are no Consuls in this port. They are situated in 
Rio de Janeiro. 

REPAIRS/DRY DOCKS: Various mechanical workshops for the 
execution of shipboard repairs, equipped with lathes, presses, planes, 
electric and acetylene weiding, drills, power-saws and grindstones, etc. 
The large shipyards of Verolme with facilities to dry dock vessels up to 
600,000 d.w.t. are situated in the Bay of Jacuecanga, near the port of 
Angra. 

CUSTOMS ALLOWANCES: For each crew member, 2 cartons of 
cigarettes and 1 bottle wine or spirits. 

WATCHMEN: Gangway watchmen strongly recommended for any 
vessels working cargo with shore labour on board. Watchmen from shore 
not necessary for coal, iron ore and oil cargoes. 

TIME: The local time is GMT minus 3 hours. 

HOLIDAYS: ist January; 1st May; 29th June; 7th September; 
8th December; 25th December; 31st December, also local holidays 
January 6th, April 3rd and December 8th. 

TELEPHONES: Not available. 

GENERAL: Charts: No. 1600, 1602, 1604, 1608, 1609, 80, 81, and 30. 
AUTHORITY: Porto de Angra dos Reis, Av. Beira Mar S/No., Angra dos 
Reis 23.900, Rio de Janeiro, Brazil. Te/: (0243) 65-0273, 65-0602. Telex: 
223227 CDGB-BR. Contact: Fernando Mauricio de Lima Cavalcanti, 
Manager. 


(B) TANKER SECTION — TERMINAL GERENCIA DA BAIA DA 
ILHA GRANDE — GEBIG. 


POSITION: 23° 03’ 38” S., 44° 13’ 10” W. 
IMPORTANT FEATURES: 

1. Anchorage — (see Brazilian Nautical Charts No. 1600, 1602 and 
1609). 

Anchorage for tankers: The anchorage for tankers waiting for berth is 
a circle with one mile radius, its centre near Ponta Acaia. Bearing 075° - 
2.8 miles from Lage Branca light — (Lat. 23°09'00"S., Long. 
44° 23’ 48" W., shown on Brazilian Nautical Charts Nos. 1600, 1602 and 
1609. 

2. Anchorage for lighterage: The same as for waiting for berth. 

3. Vessels are prohibited from anchoring in the areas near the 
Terminal piers, since these areas lie on the access channel for ships 
making for the Port of Angra dos Reis or leaving it through the Easter 
bar. 

4. There is no assigned anchorage for Port Authorities clearance (for 
the time being). 

According to the Captain of the Port of Angra dos Reis, Free Pratique 
will be granted upon docking at the Terminal pier. 

5. Display of quarantine signals on approach to Angra dos Reis must 
be continuously maintained until Free Pratique is granted. These signals 
are: sunrise to sunset: Quarantine Flag. Sunset to sunrise: Signal lights 
red over white. 

6. In addition to quarantine signals, the Brazilian Flag must be flown 
from vessel's foremast throughout the vessel's stay in port. 

7. The access channel from anchorage to the manoeuvring area (neal 
the pier) is about 8.75 miles long, 350 m. wide and 25 m. deep in a S.W. 
— N.E.'ly direction, beaconed with 19 resilient beacons (nine exhibit Fl. 
W. 5 sec. 3M. and ten exhibit Fl. R. 5 sec. 3M.). 

8. The manoeuvring area near the pier is 0.6 miles Northward and 
nearly 1.3 miles East-Westward and more than 30 m. (90 ft.) depth. 


9. Signals for emergency: Series of 7 short blasts followed by 1 long 
blast of the ship’s whistle or siren. 

10. The Terminal operates around the clock. 

11. There are two “open L"” shaped piers for accommodating oil 
tankers, projecting from Ponta do Leme into the sea, about 1,318 m. 
long in an East-Westeily direction. 

12. Pilotage is compulsory when making for the pier and commences 
near Ponta Acaia. 

DOCUMENTS: The Captain of the Port of Angra dos Reis authorises 
ship's clearance upon berthing alongside the Terminal piers. 

The following documents are required for immediate inspection by the 
boarding officials: 

Any and every document issued or related to ship's clearance at the 
Last Port of Call. 

5 copies Crew List. 

2 copies Stores List. 

2 copies Personnel Effects. 

3 copies Passenger List. 

3 copies Cargo Manifest. 

3 copies Bill of Lading. 

APPROACHES: A vessel making for DTSE/GEBIG approaching by the 
channel Westward of Ilha Grande should steer for Lage do Coronel light 
column (a truncated pyramidal concrete column painted in red and black 
horizontal bands 4 m. in height situated in the middle of the rock (Gp. 
FI. (2) R. 10 sec. 10M.) (Lat. 23° 06' S., Long. 44° 24’ W.), bearing more 
than 000° which will lead Westward of Lage do Pendao de Fora. When 
Lage Branca light-column bears 090°, course should be altered so as 
to make for the swept channel, beaconed with 18 resilient beacons (FI. 
W. 5 sec. 3M. and FI. R. 5 sec. 3M.) in a S.W. —N.E.'ly direction about 
9 miles long, 350m. wide and 25m. deep, which leads to the 
manoeuvring area near the “L” shaped piers. 

The “Terminal Gerencia da Baia da Ilha Grande — DTSE/GEBIG” 
facilities are situated on the mainland, in front of the central part of Baia 
da Ilha Grande. 

Its “L" shaped piers extend about 1,318 m. from Ponta do Leme in 
an East-Westerly direction and have berthing space for tankers up to 
500,000 d.w.t. 

PILOTAGE: Pilotage is compulsory when making for the piers. 

Pilots moor, unmoor and supervise the movement of all vessels in the 
vicinity of the piers. Compulsory pilotage starts near Ponta Acaia in 
position Lat. 23° 09’ 00” S., Long. 44° 23’ 48” W. 

Pilot will board the ship at this point from a launch or tugboat. Vessels 
must be equipped with satisfactory mooring equipment, lines, gear, etc., 
and ballasted to the satisfaction of the Pilot. 

It is the responsibility of the Master to notify the Pilot of any special 
conditions, difficulties or peculiarities such as engine or boiler 
deficiencies, defective navigational equipment, mooring lines, tackle, 
gear, or lack of necessary equipment which might impose hazards in 
connection with the handling, mooring, unmooring, discharging and 
loading of vessel. 

At the piers, vessels must be moored to the entire satisfaction of both 
the Pilot and Terminal Operators. 

If the Master or the Officer of the Watch is in any doubts as to the 
Pilot's actions or intentions, or if he does not agree with Pilot's actions 
considering the safe navigation or manoeuvre of his ship it is the 
responsibility of the Master to take the necessary steps according to his 
best judgement and to notify the Captain of the Port, in writing, through 
the ship's Agent. 

ANCHORAGE: Anchorage for tankers waiting for berth: Anchorage for 
tankers waiting for berth is within a circle with 1 mile radius, its centre 
near Ponta Acaia, with Laje Branca lighthouse bearing 075° (true), and 
2.8 miles away (Lat. 23° 09’ 00” S., Long. 44° 23’ 48” W.), shown on 
Brazilian Nautical Charts 1600, 1602 and 1608. 

Anchorage for Lighterage: Anchorage for lighterage is the same as for 
tankers waiting for berth (see above). 

Prohibited Anchorage: Vessels are prohibited from anchoring in the 
vicinity of the Terminal piers since the place lies on the access channel 
for ships making for Angra dos Reis or leaving it by the Eastern bar. 
Anchorage for Clearance: There is no assigned anchorage for Port 
Authorities clearance (for the time being). 

According to the Captain of the Port of Angra dos Reis, Free Pratique 
will be granted upon berthing at the Terminal pier. 

RESTRICTIONS: Access Channel: The swept access channel from 
anchorage to the manoeuvring area (near the pier) is about 9 miles long, 
350 m. wide and 25m. depth, running in a Southwest-Northeasterly 
direction and beaconed with 19 light beacons (FI.W. 5 sec. 3M. and 
FI.R. 5 sec. 3M). 

Manoeuvring Area: The manoeuvring area near the pier is 
approximately 0.6 miles Northward and 1.3 miles East-Westward and 
more than 30 m. depth. 

Tidal Amplitude and Streams: Local and diurnal tidal rise is 
gene cphe 1.20 m. (4 ft.) above MLWS at neaps and 1.70 m. (5.5 ft.) 
in 5 

Tidal streams are West going during the in-going, tide, running nearly 
parallel to the pier, and East going during the out-going tide. 

If the wind is fresh from N.E., South or S.W., the tidal stream follows 
the direction of the wind. 

Tidal stream normally attains a rate from 1.0 to 2.2 knots. 

There are no remarkable tidal streams in this whole area. 

MAX. SIZE: See “Berthing”. 

RADIO: Radio Messages prior to arrival: ETA must be radioed by all 
Petrobras chartered vessels bound for DTSE/GEBIG, 72 and 48 hours 
prior to arrival, to Petrobras as well as to Agent through PPR Radio 
Station (Official Angra Coastal Radio Station). 

Confirmation as well as any changes in the time of arrival must be 
radioed 24 hours prior to arrival. 

_ When within VHF range, ships must contact DTSE/GEBIG for 
instructions. 

ETA radio messages must specify “local” or “GMT” time. 

SSB listening around the clock. 


BRAZIL 


HEALTH: Vessels entering are inspected by the Health and Customs 
Offices between 0730 hrs. and 1900 hrs.; but by previous application, a 
special visit may be granted outside this period on payment of an extra 
tax. 

VHF: DTSE/GEBIG Central Radio Station is in the Control Room. 
Transceivers are monitored by Terminal Operators tuned to Channel 16 
(Delta), 24 hours a day. 

TUGS: General: DTSE/GEBIG operates 23,720 h.p. tugs and 
13,170 h.p. tug. 

Mooring and unmooring assistance is provided by these tugs which 
are fitted with fire pumps, water cannons and foam monitors to assist 
in fighting fires. 

At least one tug is on duty at all times in order to provide assistance 
should necessity of emergency or additional services arise. 

Tug/Ship Communications: The tugs are equipped with VHF 
rachctaleghiories so that continuous communications between ship and 
tugs may be maintained during docking and undocking manoeuvres. 

A 24-hour-a-day listening watch is maintained in order to comply with 
ship's or operational personal requests even if the vessel is already 
berthed. 

Should a radio failure occur when docking/undocking and manoeuvres 
are in progress, the following whistle signals must be used: 

Calling: 4 long blasts followed by 1 or 2 short blasts. Short blasts are 
intended to number the tugs needed, that is, one blast one tug, two 
blasts two tugs, and so on. 

Before towing line is made fast: 2 short blasts — stand by for pushing 
on the bow or picking up ship bow line. 3 short blasts — stand by for 
pushing on the stern or picking up ship stern line. 

After towing line is made fast: 1 long blast — pull to starboard. 2 short 
blasts — pull to port side. 3 short blasts — stop pulling. 

Manoeuvring alongside ship: 1 short blast — pull. 2 short blasts — push. 

Other ship's whistle signals for the tender craft: 

Calling: 2 long blasts followed by 1 short blast — calling pilot launch. 
1 long blast followed by 2 short blasts — calling motor launch. 

Tugs will acknowledge orders received by sounding a short blast; 
since tugboats are equipped with radio-telephone, orders may be given 
by radio. 

Unless otherwise ascertained, the Pilot gives orders to the fore tug 
sounding a mouth whistle and to the aft tug sounding the ship's whistle. 
Launches: 

Launches for Crew Members: The Terminal does not operate launches 
for crew transportation. Ships must contact Agent in order to have 
launches rented for such a purpose if needed. 

Pilot's Launch: Pilots use either one of the manoeuvring tugs or pilot's 
station launch since DTSE/GEBIG operates no launches for pilotage 
service. 

Small craft for assistance in manoeuvres: Assistance in handling 
mooring lines is rendered to DTSE/GEBIG by contract with specialised 
firm including operation of two small diesel powered launches. 
BERTHING: DTSE/GEBIG operates around the clock. Vessels may 
moor and unmoor at any hour except in severe adverse weather 
conditions. 

Pier Facilities: There are two “L” shaped piers for accommodating oil 
tankers up to 500,000 d.w.t., projecting from Ponta do Leme into the 
sea, about 1,318 m. (3,954 ft.) long in an East-Westerly direction. 


Outer Berth Inner Berth 
Name: P-1 P-2 
Location: South Side North Side 
Length: 570 m. (1,869 ft.) 570 m. (1,869 ft.) 
Depth: 36 m. (118 ft.) 36 m. (118 ft.) 


4x16 in. for oil and ballast 
1x12 in. for diesel oil 
1X12 in. for fuel oil 


420 in.for oil and ballast 
1X12 in. for diesel oil 
and fuel oil 


Loading Arms: 


Ship's manifold maximum heights above loading arms platform level: 
Outer berth (P-1) 23.60 m. (77.5 ft.) 
Inner berth (P-2) 20.60 m. (67.5 ft.) 


Height of loading arm platform above MLWS: The height of the loading 
arm platform level referred to the MLWS is 7.20 m. (21.6 ft.). 
Max. allowed d.w.t. for operating ships: 

Outer berth (P-1) Up to 500,000 d.w.t. 

Inner berth (P-2) Up to 350,000 d.w.t. 
LOADING/UNLOADING: Equipment: The pier is equipped with the 
following lines for loading/unloading and/or bunkers (both berths): 

3x42 in. oil lines about 9,500 m. long; 10.5 kg./sq.cm. (150 Ib./sq.in.) 
maximum working pressure; 12,000 cu.m./h. maximum flow rate (each). 

126 in. line for ballast, about 1,800 m. long; 10.5 kg./sq.cm. (150 
Ib./sq.in.) maximum working pressure and 4,000 cu.m./h. maximum flow 
rate. 

2x20 in. lines for fuel oil, about 2,000 m. long; 10.5 kg./sq.cm. 
(150 Ib./sq.in.) maximum pressure and 1,800 cu.m./h. maximum flow 
rate (each). Maximum working temperature for both lines: 75°C (167°F). 

1x12in. line for diesel oil, about 1,500 m. long; 10.5 kg./sq.cm. 
(150 !b./sq.in.) maximum working pressure and 1,070 cu.m./h. maximum 
flow rate. 

1x8 in. line for drinking water, 3.2 kg./sq.cm. (45 Ib./sq.in.) working 
pressure and 133 cu.m./h. maximum flow rate. 
Auxiliary Facilities: Both berths are equipped with recording devices to 
measure continuously the ship's speed and her distance to the pier, 
referred to the pier longitudinal axis. 

Both berths are also equipped with hydraulic powered accommodation 
ladders for easy access aboard ship. 
Cargo/Ballast Operation: 
General: The terminal is equipped with 2 slop tanks with a combined 
capacity of 42,000 cu.m. or 264,172 bbls. (21,000 cu.m. or 132,086 bbis. 
each). 

Discharge into the sea of any amount of oil or oil based products, 
either alone or in combination with ballast water, is strictly forbidden and 
heavily fined. 
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DTSE/GEBIG is particularly interested in having vessels complete the 
deballasting operation promptly after berthing in order to minimise time 
at berth. 

Simultaneous loading/deballasting or unloading/ballasting is allowed 
on properly equipped vessels. 

Hose Handling: Hoses are in use for fresh water supply only. For loading/ 
unloading operations the Terminal is equipped with 11 quick release 
flange connection loading arms of 150 Ib./sq. in. capacity. 

Nominal Flow Rates: The terminal lines allow oil discharging at a rate 
of 25,000 cu.m.p.h. and loading up to 13,000 cu.m.p.h. 

Cleaning Tanks: 

Discharging of oily water resulting from conventional tank cleaning is 
not allowed as a rule. Provided previously scheduled and accepted by 
Terminal, crude washing may be authorised. 

MEDICAL: In emergencies or cases of serious injury, DTSE/GEBIG may 
assist with first aid. Medical treatment in case of serious illness must be 
requested by Masters to Agents. 

Dental treatment is available in Angra dos Reis. 

If the patient(s) cannot speak Portuguese or Spanish, an interpreter 
will be desirable for better understanding. 

FRESH WATER: Drinking Water: DTSE/GEBIG is equipped for 
supplying drinking water through universal quick release 2.5 in. universal 
manifold from a 8 in. line with a 133 cu.m.p.h. flowing rate. There are 
also threaded ended hoses with 2.5 in. thread and 7.5 pitch series, male 
and female. 

Boiler Water: DTSE/GEBIG auxiliary area is equipped with 
21,550 cu.m.p.h. tanks (each) for own use as well as for supplying 
ships with boiler water through an 8 in. fresh water line. 

FUEL: DTSE/GEBIG is equipped with blending machines for mixing fuel 
oil and diesel oil in order to supply berthed tankers with any type of 
bunkers e.g. bunker C, marine gas oil, marine diesel oil and marine fuel 
with any grade of viscosity, and charging international prices. 

Orders for bunkers must be placed 48 hours in advance and 
addressed to: 

Divisao de Abastecimento de Navios, Departamento Comercial, Av. 
Republica do Chile, 65 — ZC — 06, Rio de Janeiro 20.000 — RJ — Brasil. 
Cable Address: Petrobrasecope. Telex: 031422 or 031423. Fax: 021- 
262-8134. 

Departamento Comercial may also be contacted through Owner's 
Agent. 

Lubricants: Orders for lubricants must be placed 15 days in advance 
and addressed to: 

Petrobras Distribuidora, Rua General Canabarno 500, 13 Andar, 
Maracana, R.J., Brasil. Cables: Petroedipe. Telex: 36301, 21409. 
Tel: 021-5664477. 

Petrobras Distribuidora may also be contacted through owner's Agent. 
CONSULS: There are no Consular representatives available in Angra 
dos Reis. The nearest city where such representatives can be found is 
Rio de Janeiro, where most of the maritime nations maintain Consulates. 
Py th may be able to contact Consulates if duly notified in good time. 
REPAIRS/DRY DOCKS: Ship Repairs: There is a shipbuilding yard, 
Verolme Estaleiros do Brasil, in Baia de Jacuacanga (km. 83 Estrada 
Rio-Santos) which may be used by vessels to effect limited repairs only, 
since it main activity is shipbuilding. 

There is no specialised personnel or well equipped workshops 
intended for ship repairs. 

In case of emergency repair or those which cannot possibly be 
postponed and which Verolme yards cannot effect, the following 
workshops may be contacted for limited repairs. 

Industria e Comercio Angrense Ltda. Rua do Comercio 495 — Loja 6. 

Oficina Mecanica Tres Irmaos, Rua Arcebispo Santos 209 — Fundos. 
Electronic Repairs: There are no workshops or specialised personnel 
for repairs in electronics available in Angra dos Reis. 

Agents may be able to take the necessary steps in order to comply 
with orders placed for repairs in electronics if contacted in good time. 
Compass and Radio Adjustments: Orders for compass and radio 
direction finder adjustments must be placed through Agents well in 
serie considering that such services are not available in Angra dos 

eis. 

SURVEYORS: There are no classification societies representatives in 
aes dos Reis. However they may be called from Rio de Janeiro and/ 
or Santos upon Agent's request. ABS, LR and BV maintain offices and 
representatives in Rio de Janeiro. 

Petroleum Inspection: No Petroleum Inspection Services are available 
in Angra dos Reis. They may be contacted in Rio de Janeiro or Santos 
at the following addresses: 

Chas. Martin & Co., Rua da Lapa 200 — Conjunto 906, 20.000, 
Rio de Janeiro — RJ — ZC — 00. Tel: 242-4219, 245-5636. 

E. W. Saybolt & Co., Rua Bras Cubas, 3, 11100 — Santos — SP. 
Tel: 4-6638. 

Sociedade Brasileira de Superintendencia S/A (Redwood), Av. 
Presidente Vargas 466, 13° andar, Rio de Janeiro, RU, 20.000. Tel: (021) 
233-3522. 

SHORE LEAVE: Ship's personnel are not permitted ashore for any 
purpose whatsoever until Free Pratique has been granted. Luggage and 
packages are subject to Customs Officers and/or Terminal Watcher 
inspection. As a rule shore leave is permitted with the above stated 
restrictions. Vessels are not permitted to sail unless all crew members 
are onboard. In case of seamen left ashore for any reason whatsoever 
all expenses are for ship’s account. 

Passengers: Passengers will be permitted ashore if in possession of 
the required visas and documents. 

WEATHER: 

Winds: Easterly winds predominate but due to the Ilha Grande high 
mountains they may blow from several directions. S.S.W. winds due to 
cold fronts may cause heavy seas and swells in exposed areas. S.S.W. 
winds often blow in the afternoon period. N.N.E. winds are not infrequent. 
Wind speed ranges from 3 knots to 60 knots in the Terminal area. 

In the Autumn and Winter, cold fresh winds are common on the coast 
from Rio de Janeiro to Santos. In daytime the breeze tends to increase 
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the East component, and at 
predominates. 

In protected areas (harbours, bays and channels in this area) S.S.W. 
winds starts about noon, when fresh to moderate winds cause the 
temperature to decrease; wind force decreases at night and an interval 
of calm follows, before the arrival of the sea breeze hore N.N.E., about 
2000 hrs. (local time) until 1000 hrs. (local time). 

Rain: The average annual rainfall is about 2,000 mm. in the area. 
Visibility: The visibility in this area is generally fair to good. 

During Autumn and Winter fog is moderately frequent in the early 
heh ee In Summer time, dry haze is comparatively frequent, causing 
the visibility to be reduced. 

Temperature: Local average temperature ranges from 18°C (64.4°F), in 
June and July, to 35°C (95°F), in December and January. 

Pressure: The pressure over the area is about 1,015 mb. in good 
weather. 

Humidity: Humidities are comparatively high, ranging from 76% to 81% 
GENERAL: Charts: No charts or Pilot Publications are available either 
at the Terminal or Angra dos Reis. If necessary, Agents must be 
contacted for placing orders in Rio de Janeiro. 

The “Diretoria de Hidrografia e Navegacao’” (Brazilian Navy 
Hydrographic Service) issues the following navigational publications: 

Chart Numbers: 1600, 1601, 1602, 1603, 1604, 1605, 1606 and 1609 
(soundings in metres) covering the area. 

A Brazil Pilot of the Brazilian Coast (Roteiro). 

List of Lights (Lista de Farois). 

Flags: Display of Quarantine signals on approach to Angra dos Reis 

and DTSE/GEBIG facilities must be maintained until Free Pratique is 

panes: These signals are: sunrise to sunset: quarantine flag (“Q”). 
unset to sunrise: Signal lights — red over white. 

In addition to quarantine signals, the Brazilian Flag must be flown from 
vessel's foremast throughout the vessel's stay in port. 

Vessels entering or leaving Brazilian ports must display their ensign 
when within 3 miles of the entrance to a port or anchorage and, by day, 
also display their call letters in flags of the International Code of Signals. 
Cranes: Neither DTSE/GEBIG and Angra dos Reis Port operate floating 
cranes. Verome Yards may rent a floating crane with 80 tons capacity. 
DTSE/GEBIG does not operate barges or lighters. 

Provisions and Stores: Orders for provisions and/or stores may be 
placed through Agents. Since some items are only obtainable in Rio de 
Janeiro, orders must be placed as soon as possible. 

Laundry: No laundry facilities are available at DTSE/GEBIG. There are 
however laundry facilities in Angra dos Reis which may be used through 
Agent, which must be contacted as soon as possible for such purposes. 
Mail Services: No Post Office Agency is available at DTSE/GEBIG. Mail 
must be sent care of Agent and posted in Angra dos Reis. 

Cash Advances: DTSE/GEBIG is not authorised to effect cash 
advances. Master must contact either Owner's Agent or FRONAPE for 
such purpose (FRONAPE must be contacted in the case of ships 
chartered by PETROBRAS). 

Customs Watches: Brazilian Customs Officials may be assigned on 
board according to Customs Regulations in order to enforce the said 
regulations. Meals must be supplied to these Officials at regular meal 
times. 

Contraband: Brazilian law is very strict in every aspect concerning 
smuggling. Masters are requested to instruct their crews about 
restrictions concerning trafficking goods of any kind including cigarettes, 
cigars, tobacco, alcoholic beverages, souvenirs, firearms, playing cards, 
narcotics. Trafficking in these articles or any others, between ships or 
between ships and Terminal employees or representatives, or anybody 
else is strictly prohibited and failure to comply with the law may result 
in several penalties. 

Items as above stated must be kept sealed under lock and key. 
Visitors: No visitors are allowed aboard ships berthed alongside unless 
duly authorised by Master and Terminal Superintendent and local 
Maritime Police. Unauthorised visitors will have to be reported to the 
Maritime Police. 

National Holidays: All ships in port must be fully dressed on the following 
National Holidays: September 7th and November 15th. 

Machinery in Readiness: When berthed alongside PETROBRAS’ 
Terminal vessels must keep engines and propulsion machinery in 
readiness to leave the berth under full power on short notice. 

No repairs are allowed which would interfere with this requirement. 

Violation of this rule will entail towage from the berth at the vessel's 
expense and PETROBRAS will not accept any kind of responsibility for 
the resulting delay to the vessel. 

Refuse and Garbage: All deck scuppers must be kept plugged and, as 
far as possible, discharging of waste water from lavatories on terminal 
side must be prevented. 

DTSE/GEBIG has no way to deal with ship's garbage or refuse. If 
absolutely necessary, Agent must be contacted for such a purpose. 
Fishing and Painting: Use of pier for painting ship's hull is not allowed. 
It is also forbidden to fish on the terminal side of the ship. 

General: Shore access to DTSE/GEBIG is by car or by bus along BR- 
101 Highway km. 81 Jacuacanga. 

OTSE/GEBIG is 150 km. (about 93 statute miles) from Rio de Janeiro. 

There is a regular bus service between these cities. There is 
international telephone service available (Long Distance Direct Dialling) 
DDD (0243 for Angra dos Reis). The piers are equipped with two 
hydraulic powered accommodation ladders which allow personnel to 
board the vessel safely. 

At the ladder’s end, a lifebuoy is fastened to a 27 m. (29 yd.) long 
safety line. 

Telephone Numbers: \mportant telephone numbers of the Terminal: 

General Manager of the Terminal 

Operations Manager 5203 

Operations Supervisor (around the clock) 5211, 5287 and 5283 

Operating Room (main) (around the clock) 5215 and 5287 

Operating Room (auxiliary) (around the clock) 5244 

Pier (around the clock) 5246 and 5275 


nightime the West component 


Traffic and Facilities Section 5241 
Program and Control Section 5240 and 5204 
Safety Section 5260 

Marine Section 5234 
Medical Section 5221 


*to be called in working hours only 


**when needed out of working hours call 5211, 5287 and 5283. 


SHIPMASTER’S REPORT: November 1981 (updated 1994). 

Port Name: Although called “Terminal Gerencia da Baia da liha Grande” 
orders for this terminal are given for “Angra dos Reis’. Terminal called 
DTSE/GEBIG. 

Anchorage: Outside the port about 3 miles West of Laje Branca. Except 
in special cases officials will not board vessel in this anchorage as a 
result of difficulties experienced in the past with sudden changes of 
weather. In the approaches to the port, to South and North of the buoyed 
channel, anchorage is possible with a max. draft of 21m. and port 
officials will board vessels here, shore leave being possible by shore 
launch for crew. 

Pilotage: Pilots board off the seabuoy at the entrance to the buoyed 
channel to take vessel to terminal or inside anchorages. Outward bound 
the Pilot remains until the last pair of channel buoys. Pilots work ships 
for terminal only. 

Channel ne te: These are neither very bright nor very reliable. 
Pratique: There is no radio pratique and quarantine officials board with 
Customs and Immigration but ships should cable to Agents two days 
prior to arrival “Codicoes Sanitarias Abordo Satisfactorias”’. 

Formalities: 2 each Crew Lists, showing vaccination dates; 2 each Store 
Lists and Personal Effects; 8 Crew Lists. Ship’s Certificates taken ashore 
by Agent to effect Clearance. 

Agents: Direct VHF communication from office to ships in anchorage or 
at terminal. Until recently weekend cables were erratic but telex is now 
installed. 

Shore Leave: By minibus from berth to Angra dos Reis (30 minutes) — 
taxis not allowed inside terminal gate (30 minutes walk from berth). 
No passes required. 

Crew Changes: Easily possible (via Rio de Janeiro, 3 hours by car) — 
sometimes difficulties with Customs for crew joining and leaving bringing/ 
taking radio/cassette players, Customs escort sometimes being required 
or ambiguous fines imposed. 

Fresh Water/Bunkers: Available at terminal. Lighter fuel oils are 
sometimes a mixture of heavier fuel and diesel oils. 

Tugs: Three terminal tugs (2x3,720h.p. and 13,170 h.p.) always 
available, fourth tug for larger ships (also 4,000 h.p.) berthing is sent 
from Mangaratiba. Two ship's lines are used to bow and stern tug (and 
care should be taken sending these as tugs inclined to steam with 
them) and tug’s lines from shoulder tugs. 

Berth: Single long finger pier, South side taking ships up to 500,000 
d.w.t and North side up to 350,000 d.w.t. Ships on North side feel current 
flow tending to push them off the berth and short “semi-breast’” stern 
lines are preferable to ones with long drifts. Main deck springs are 
sometimes impractical to the shore as centre dolphin section of the pier 
is about 260 ft. in length and in many ship's springs would be too short. 
Otherwise plenty of mooring hooks and general pattern is 2 springs, 
three breast and four head/stern lines. 

Terminal: Communication by VHF; crude oil washing permission should 
be sought prior to arrival; usual check lists; terminal schedules of 
berthing and discharge are very variable. 


AUTHORITY: Dutos e Terminais do Sudeste — DTSE — GEBIG, BR- 
101 km. 81 — Jacuacanga, C.P. 73091, Angra dos Reis — RJ, CEP 
23900, Brazil. Te/: 65-0358 PABX, Direct long distance dialling number 
DDD 0243 (for Angra dos Reis) followed by the telephone number (65- 
0358). FAX: 0243-651828. Contact: Eduardo Frederico Runte Junior, 
General Manager. 

Head Office: Petroleo Brasileiro S/A — Petrobras, Avenida Republica 
do Chile, 65-ZC-06-Centro — Rio de Janeiro — 20.000 Brazil. 

Divisao de Operacoes: Same address, as above, 12th Floor, 
(Operations Division). 

Captain of The Port: Avenida Almirante Julio Cesar de Noronha 
No. 13, Angra Dos Reis. Tel: 0243-650365. FAX: 0243-651854. 
Contact: Francisco Marques Maia de Oliveira, Port Captain. 


ANTONINA (Barao de Tefe): 25.26 S. 48.41 W. 
(See Plan) 


Also see “General” before first port and “Paranagua”. 
PORT LIMITS: The limits of the Port of Barao de Tefe extend from the 
Teixeira Point to the Port quay. 
DOCUMENTS: See “Paranagua’”. 

Ins ion carried out at Paranagua. 
PILOTAGE: Compulsory in the Port of Barao de Tefe and in the access 
channel. Also see “Paranagua”. 
ANCHORAGE: Only anchorage is in the vicinity of Teixeira Point (See 
DHN Chart No. 1823). See “Paranagua” for quarantine and explosives 
anchorages. 

Anchoring in front of the quay is prohibited. 


BRAZIL 


RESTRICTIONS: Access Channel: This is marked on Chart No. 1823 
of the DHN (National Hydrographical Directorate), the channel is 120 m. 
wide, run oa ina S.E.—N.W. direction, starting at the Island of Teixeira 
and proceeding as far as the manoeuvring basin. 

Critical Points: ltaucu de Baixo Rocks, Shallows of Fundao Grande 
and Joao Fernandes; average depth 5 m. Anchoring in the channel is 
forbidden, and to navigate it, it is necessary to have good visibility and 
daylight. 

Tide: The average speed reaches 3 knots on the ebb tides, average 
height during Spring tides — 2.2 m., Neap tides — 1.7 m. 

Berthing: Manoeuvring may only be effected in daylight and good 
visibility. Berthing always takes place on a rising tide. 

TUGS: To be requested from Paranagua. 

BERTHING: The area for life is 280 m. wide in front of the 
quay, with a length of 700 m. Variable depth between 6.5 m. and 7.5 m. 

Length of berth, Matarazzo Quay, length 200 m. (additional quay, 
length 150m. planned, being 45m. from Matarazzo Quay); depth 
alongside, 6.0 m. — 6.5 m.; Bollards 50 m. apart. 

Facilities: 5 warehouses, 12,200 sq.m. without cold storage; 1 vertical 
silo at Matarazzo of 8,500 tons capacity (not in operation); open air 
areas, 7,500 sq.m. 

Cranes: 1 of 6.5 tons on rails, 4 on tyred wheels of 9 and 3.5 tons, 
stacker trucks — 4 of 5 tons capacity, 4 of 2.5 tons and 5 of 2 tons. 
No rolling bridge, loaders or suction units available. 

Railway lines extending 3,100 m. but no locomotives available; 
6 wagons which are of the open type (28 ton capacity); 22 trucks on 
tyred wheels (3.5—7.0 tons capacity). 

No Ro/Ro or container facilities. No barges, pontoons or lighters 
available. 

STEVEDORES: See “Paranagua’”. 

MEDICAL: Hospital available. Tel: 432-1244. 

FRESH WATER: One hydrant at end of port quay, rate 30 cu.m.p.h. 
and 3 hydrants at Matarazzo Quay (100 m. apart), rate 30 cu.m.p.h. 

No water boat available. 

FUEL: Available to vessels da sr by road tanker. 
REPAIRS: See coe 
AIRPORT: At Curitiba (A lonso Pena Airport) 65 km. away, or Paranagua 
pi is ht aircraft 50 km. away. 

LIDAYS: Local: 6th November (City Anniversary), 15th August (City’s 
Pare Saint Day). 
CUSTOMS: Tel: 432-1221. 
POLICE/AMBULANCE/FIRE: Police, Tel: 
Brigade from Paranagua is used. 
TELEPHONES: Not available. 
rg besli ec Foodstuffs available. Rubbish collection is the responsibility 
of the Agent. 
GENERAL: Following received from a ship's Agent in 1980. 

The Port of Antonina is situated in the inner recesses of Paranagua 
Bay, about 15 miles from this port. Vessels demanding that port receive 
Free Pratique at Paranagua and proceed on voyage 1 hour before HW. 
As the channel has no light-buoys, navigation is only possible nye 
day time. There are only 2 berths available at Antonina, and should bot 
of them be occupied, vessels await in Paranagua, because there is no 
safe anchorage there. 

Vessels have to turn around before docking, and for this reason only 
small vessels should go there. 

Official Maximum Drafts: Spring tide — HW: 21 ft. 
Neap tide — HW: 18 ft. 

LW: 15 ft. 

Stevedoring — Labour: 

(a) Number of gangs available: Not restricted. 
Stevedores affiliated to their Union. 

(b) Working hours: 


355 or 432-1234; Fire 


Normal hours: 0700—1100 1300-1700 
Night hours: 1900-2300 0000-0400 
Overtime: 1100—1300 1700-1900 

2300-2400 0400-0700 


(c) Number of men in regular gang: 
Unitised cargo: 9 men. 
Break-bulk cargo 11 men 
Reefer cargo: 

(d) Labour available all year round. 

(e) Rigging and cleaning gangs available. 

(f) Capable supervision is available. In addition to normal stevedore 
supervisors, agency employees give ample assistance to ships’ 
operations. 

(g) Average tons worked per hour per gang, loading: Ba =H cargo: 
average of 40 t.p.h. General cargo: average of 10/: 


0 men 


(h) Average tons worked a hour per gang, discharging: 
Bagged cargo: average 20 t.p.h 
General cari ix average of 10/15 t. p.h. 
Equipment/Gear: 
Shore gear, hooks, slings, etc., available. 
Heavy lift slings available to handle maximum 120 tons. 
Shore cranes: 
1 electric crane — capacity 25 tons — Outreach 25 m. 
4 electric cranes — capacity 6.3 tons — Outreach 25 m. 
4 electric cranes — capacity 3 tons -— Outreach 15 m. 
6 electric cranes — capacity 3.2 tons — Outreach 25 m. 
4 electric cranes — capacity 2 tons —- Outreach 25 m. 
1 automotive crane on tyres — capacity 30 tons — Outreach 20 m. 
1 floating crane available, capacity 110 tons. 
Cargo is discharged onto railroad trucks and trailers. Export cargo is 
brought alongside by trucks, railway cars or trailers. 
Sideloaders also available. 
No container spreaders available. 
No lighters available. 
Warehouse/Transit Cargo Sheds: 
(a) Within the port area there are 31 warehouses of concrete 
construction, with tile roofs, with a total of 87,310 sq.m. of 
storage. 
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(b) A small refrigerated storage shed is available, used mostly for 
meat, fish, shrimps and fruit; its capacity is for 2,900 cu.m., and 
there are 9 chambers. 

Temperature: Range of 14°/15°F. One chamber can be brought down 
to —13°F. 

(c) Free time period allowed on cargo discharged from vessels is 
6 days. 

i) Storage always paid by importer/exporter. 

A ORITY. Administracao dos Portos de Paranagua e Antonina, 
Av. Conde Francisco Matarazzo, Antonina, Brazil. Te/: 432-1027. 
Port Captain, Rua Marques de Herval 216. Tel: 432-1384. 


ARACAJU: 10.55 S. 37.03 W. (See Plan) 


LOCATION: On the right hand bank of the Rio Sergipe, 3.24 nautical 
miles from the entrance. D.H.N. Charts 1000 to 1003 cover this area. 
APPROACHES: The access channel is 100 m. long and 2.9 m. deep. 
Tidal variation 2.3 m. 
PILOTAGE: Compulsory. 
BERTHING: Manoeuvring basin is 600 m. with a depth of 12 m. 
The quay consists of 96 m. (concrete) and 80 m. (wood) berthing 
space, with depths of 6 m. and 7 m. available. Warehouse of 1,200 sq.m. 
and 50,000 sq.m. open storage available. 
CRANES: One 9 ton mobile crane available. 
BULK HANDLING FACILITIES: There are 3 silos, with a capacity of 
5,800 tons and one mechanical wheat loader, capacity 20 ton. A 40 ton 
weighbridge is also available. 
FRESH WATER: Available, delivery rate 25 t.p.h. 
CONSULS: Portugal (vice-consul). 
REPAIRS: Can be undertaken. 
AIRPORT: Nearest at Santa Maria, 13 km. distant. 
TIME: GMT minus 3 hours. 
HOLIDAYS: National: January 1st, April 21st, May 1st, September 7th, 
November 15th and December 25th. 
Regional: December 8th. 
Movable: Monday and Tuesday of Carnival, Ash Wednesday, Good 
Friday and Corpus Christi. 
Commemorative: August 28th, October 28th, October 30th and 
November 2nd. 
AUTHORITY: Administracao do Porto de Aracaju, Av. Joao Rodrigues, 
s/no., 49000, Aracaju, SE. Tel: (0792) 22-3314. Contact: Engineer 
Militino Rodrigues Ferreira, Administrator. Tel: (0792) 22-3217. 


ARATU: 12.47 S. 38.30 W. (See Plan) 


LOCATION: The port facilities of Aratu are located on the Eastern side 
of All Saints Bay in the Enseada do Caboto, between Marinho and 
Pereira Points, to the North of the Bar of Cotegipe and the Naval Base 
of Aratu, facing the Mare Island. 

Its areas of administration and jurisdiction correspond to the Bay of 
All Saints, limited to the South by parallel 12° 50’. 

DOCUMENTS: See “General” before first port and “Salvador”. 
APPROACHES: Access Channel: The access channel starts at Lat. 
12° 58’ S., ae. 38° 31' 55” W. with a minimum depth of 18 m. (see 
Chart 1108 of the NHD). The channel is marked by 8 light buoys, 4 to 
starboard with red lights and 4 to port with white lights and by the 
lighthouse at Areia Point. To the North of the Port of Aratu is the 
lighthouse of Cabrito Point which provides a good landmark day and 
night for vessels bound for the port of Aratu. The length of the channel 
7 about 2 miles as far as the manoeuvring area, with a minimum width 
of 180 m. 

The improvement of the nautical signalling arrangement in the access 
channel to the port is planned, ba: on a study carried out by a Dutch 
firm and under an agreement which will be signed with the SSN. The 
following points are fairly clear and serve for direction finding purposes: 

(a) Furnaces of the Salvador Cement Company, at Sacopa Point, 

during the day; 
(b) USIBA terminal which has a red light at its top, serving as a 
reference point both day and night. 
(c) eal dere at the top of the hill at Toque-Toque Point, during 
the day. 
(d) Church of Nossa Senhora das Neves on the Southern part of the 
Island of Mare during the day; 
(e) Liat lighthouses of Areia Point and Cabeto Point, both day and 
night. 
Existing Banda The shoal to the West of Sacopa Point and the banks 
of the Island of Mare are being permanently dredged. 
Manoeuvring Area: The area intended for berthing and unberthing of 
vessels is defined to the East and West by the 10 m. line, with variable 
width from 400 m. to 1,000 m.., limited to the South by the 12° 46’ 09” S. 
eee Minimum depth 12 m. Depth at Bar 20 m. Max. height of tide 
8m. 
PILOTAGE: Compulsory. Requests for Pilots are to be made to the Bay 
of Todos os Santos Pilots’ Association at Serra da Raiz Building, 5th 
Floor, Room 510 — Rua da Grecia 8, Tel: 242-2221 or by Channel 16 
VHF-FM of the coastal radiotelephone network. 

Requests must be made 2 hours in advance, specifying the time of 

the vessel's entry. 
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ANCHORAGE: The anchorage of Monte Serrat, must be used for 
visiting vessels and for manoeuvring. Anchorage is prohibited in the 
manoeuvring area and in the access channel (See chart). 

The visiting areas of the Port Health Authorities, Federal Receipt and 
Maritime Police are those defined by a radius of one mile around the 
points of co-ordinates Lat. 12° 58’ 07” S. and Long. 38° 32’ 18” W. and 
Lat. 12° 55’ 56” S. and Long. 38° 31’ 37” W., as shown in Chart 1.102 
of the National Directorate of Hydrography. 

Vessels may only come alongside the berth after having been visited 
by the authorities. The anchorage for free pratique coincides with the 
waiting area for Pilots and the permitted anchorage area (i.e. the 
eee area of Monte Serrat). 
MAX. SIZE: Solid Bulk Terminal: 65,000 d.w.t. 

Liquid Bulk Terminal: 45,000 d.w.t. 

Gas Products Terminal: 20,000 d.w.t. 
HEALTH: See “Anchorage”. 
TUGS: Salvador tugs used. 
BERTHING: To carry out operations of vessels going to the Port of 
Aratu and movement of their cargo and storage, the Port has specific 
Terminals, with an infrastructure capable of giving highly efficient 
operations as follows: 
Cargo: 

1. Solid Bulk Terminal — T.G.S. 

2. Solid Bulk Terminal — T.G.S. — 2. 

3. Liquid Bulk Terminal — T.G.L. 

4. Gas Products Terminal — T.P.G. 

Solid Bulk Cargo Terminal — T.G.S.: 

Finished in 1976, commenced operations in 1977 and has a basic 
formation of: 

A berthing pier; berthing dolphins (2) — South side; access bridge; a 
storage area; silos and warehouses (private); various equipments. 

This terminal will also be equipped with a berth for solid bulk. 
Beginning of operations is expected in 1988. This dock will be equipped 
with a pier of approximately 175.05 m. in length; draft of 12 m. for vessels 
of up to 40,000 g.r.t. over which electric portico cranes and special 
private facilities will be installed. 

The mooring dolphins will also be built with access by means of 
passageways from the pier. For storage and handling of bulk solids, 
which will be performed at this site, a complete infrastructure will be 
prepared on the re-fill, including highway/railway access. 

Handling of aggressive and/or corrosive solid bulk products currently 
operated at TGS, such as sulphur and fertilizer as well as alumina, will 
be transferred to this pier. In addition to these products, all bulk currently 
handled at the Port of Salvador which, due to physical/chemical 
difficulties could not yet be handled at Aratu, will also be transferred to 
this dock. 

Mooring Pier: 

Constructed in reinforced concrete on pipes and with the following 
characteristics: 

Level +4.50 m.; width 37.50 m.;, length on the North side 153.20 m., 
on the South side 202.60 m.; distance between dolphins 286.60 m. (on 
the South berth). 

North Berth: Depth 10.00 m.; largest permissible vessel 100,000 g.r.t.; 
distance between mooring points 24 m.; max. load on mooring point 
50 tons (9); cylindrical fenders, external diameter 0.80 m. x 1.50 m. (12). 

South Berth: Depth 11.00 m.; largest permissible vessel 100,000 g.r.t.; 
distance between mooring points 24 m.; max. load on mooring point 
50 tons (9); cylindrical fenders, external diameter 1.20 m. x 1.50 m. (24). 
Note: In a later phase, after extension, the depths will be increased as 
will be permitted loads. 

Mooring Dolphins: 

There are 2 berthing dolphins in reinforced concrete on pipes situated 
on the South side of the pier with the following characteristics: 

Distance from axis to axis, 286.60 m.; mooring capacity 100 tons; 
dimensions 10 m. x 10 m. 

Access Bridge: 

Constructed in protected reinforced concrete with the following 
characteristics: 

Level +4.5 m.; width 9 m., length 200 m.; load projected — Class 36. 

This acts as support for the conveyor belts, pipes, electrical supply, 
passage of vehicles and service equipment, ambulances and fire fighting 
equipment. 

Storage Open Area: 

For storage of various solid bulk cargoes in the open air, destined for 
import and export, with the following characteristics: 

Covered by asphalt concrete; total width 114 m.; total length 600 m.; 
total area 68,400 sq.m.; usable area 35,840 sq.m.; Permitted load 
30 tons/sq.m.; max. static load 475,000 tons. 

Note: By virtue of the diversification of solid bulk cargo moved and 
stored in the open air, the loads stated are subject to the action of wind 
and rain and special care is recommended with regard to positioning; 
protection and cleanliness at the storage area. 

Silos and Warehouses (Private): 

1. Alcan — Aluminio do Brasil Nordeste S.A. 

Installations for receipt and storage of calcinated aluminium, 
connected to the T.G.S. transport system, and constituted basically by: 

1 vertical metal Silo on a structure of reinforced concrete with top feed 
and discharge at the bottom through 9 outlets, capacity 10,000 cu.m. 

1 conveyor belt “B10” width 48 in. and 141 m. long. 

Note: Extension of these installations is planned by construction of 
more vertical silos. 

2. Nitrofertil — Fertilizantes Nitrogenados do Nordeste S.A. 
Installations for receipt of urea by road vehicles and rail trucks, storage 
under cover and shipment connected to the transport systems of T.G.S. 
and constituted basically: By a discharge station for road vehicles and 
railway trucks under cover and containing 4 silos and two 401—V-—48 in. 
and 402-—V-—48 in. transporters, both with a capacity of 300 t.p.h. 

One warehouse constructed from reinforced concrete, with 50 m. 
width and 200m. long and 40,000 tons capacity, equipped with 
10 dehumidifiers, 1 transporter (403—V—48 in. — 300 t.p.h.) with receipt 


from a moving handling unit with two outlets for stacking area, 1 Kratzer 
of 750 tons per hour for recovery and loading to the transporter 
404—V-—54 in. — 730 tons, for shipment. 

One external transport complex for shipment, of 730 t.p.h., including 
4 transfer points and 3 conveyor belts 405—V—54 in., 406—Va-—48 in., 
406— in. 

1 weighbridge for flow purposes installed in the transporter 404—V; 
1 administrative office; 1 sub-station. 

3. Caraiba Metais S.A. 

Installations for the receipt of copper concentrate, phosphate rock and 
coke, covered storage and delivery for metallurgy, through a direct duct 
silo and road and rail system, in the future railway silo with feed in the 
shed by loader and constituted basically by: 

1 covered shed with 15,000 sq.m. area and storage area of 
79,600 tons (concentrated copper 42,000 tons, phosphate rock 35,000 
tons and coke 2,100 tons). 

T.G.S. Equipment: 

The installations and equipment of T.G.S. are constituted by a semi- 
automatic system for movement of solid bulk cargoes by three lines of 
operation, that is to say: 

Import Line: 1. Situated on the pier there are the following installations: 

1 vessel discharger unit which is mobile with a nominal capacity of 
970 t.p.h. lifting capacity on the hook of 25 tons, its own weight 900 
tons, maximum load in the self-carrying silo of 600 tons, which uses 
grabs of the ‘clam shell’ or ‘trimmer’ eat capacity type, with cycles of 
less than 60 seconds under normal conditions and two vibratory feeders 
for the Bla transporter with 700 t.p.h. each. Currently there are 7 grabs 
ranging between 4 cu.m. and 13.5 cu.m. 

2. Connecting the pier and the storage area: 

1 reversible conveyor belt Bib—48 in. — 1,200 t.p.h. — 1.6 m/sec. — 
442 m. 

3. Situated in the storage area: 

1 belt transporter B2—48 in. — 1,200 t.p.h. — 1.6 m/sec. — 247 m. 
1 mobile stacker, for piling bulk solid up to a height of 10.0 m., with a 
coveety of 1,200 t.p.h. 

he recuperation of stored merchandise for delivery to the user is 
performed by means of mechanical shovels with direct feeding to trucks. 

Railway wagon feeding is planned for the near future. 

Quantity control of bulk products is performed by means of vessel 
draft and/or highway scale, 60 tons capacity, installed at the Port 
entrance. 

lrg unloading capacity (production) under normal conditions is 
500 t.p.h. 

Factors which reduce average production: 
Specific weight granulometrical and aggregation of bulk products. 
Improper stowage. 
Necessary clean-up of terminal between operations with different 
bulk products. 
Improper vessels (non-bulk carrying vessels). 

Export Line: 

1. Situated in the storage area: 

1 mobile loader fed by shovel with a capacity of 12cu.m. with 
2 vibratory feeders of 700t.p.h. each; 1 belt transporter B3—48 in. — 
1,200 t.p.h. — 1.6 m/sec. — 238 m.; 1 transfer tower B2/Bib. 

2. Connecting the storage area and the pier: 1 reversible belt 
transporter Bib (See “Import’’). 

3. Situated on the pier: 1 transfer tower Bib/B7; 1 belt loader B7—54 in. 
— 1,200 t.p.h. — 1.6 m/sec. — 19m.; 1 transfer tower B7/BB; 1 belt 
transporter B8—48 in. — 1,200t.p.h. — 1.6 m/sec. — 331m.; 1 belt 
transporter B9—48 in. — 1,200 t.p.h. — 1.6 m/sec. — 81.0 m. 

One mobile shiploader, with a nominal capacity of 1,200 t.p.h. and 
equipped with a telescopic arm which includes a lifting movement and 
a 54 in. belt. There is a second shiploader on the opposite side. 

The recovery of cargo stored for feeding the hopper is performed by 
means of mechanical shovel, storage being performed either directly 
from dump trucks onto cig area, arranging the material by 
mechanical shovel for area reduction, or by means of wagon/truck 
unloading line which is described below. 

5 OO unloading line: Located in the storage area, consisting 
of: 

1 py arcky wagon/truck unloading station, with 220 cu.m. silo 

and 2 vibratory feeders, capacity 700 t.p.h. 

1 B6-48 in. conveyor belt — 1,200 t.p.h. — 1.6 m./sec. 54.0 m. 

1 B2 conveyoy belt (See “Imports”). 

1 Stacker (See “Imports”). 

General comments on the T.G.S.: 
Maximum specific load permitted 3.88 tons per. cu.m. 
Maximum yey — 400 mm. diameter. 
Total length of the 8 conveyors — 1,848.0 m. 
oa Currently, the conveyor system is regulated to the primary phase, 
at is: 
Belt velocity — 1.6 m./sec. 
Maximum belt volume capacity — 1,000 cu.m. per ton. 
Maximum load capacity — 1,200 t.p.h. 

In addition to the equipment already mentioned, the T.G.S. has at its 
disposal 3 sub-stations, 1 system control house with synoptic panel and 
1 control building in the storage area. 

In order to perform operations, pre-established teams are assigned 
in advance, depending on the nature of the operation to be performed, 
which act within Codeba facilities. 

It should be noted that in operations for private facilities (Alcan, 
Nitrofertil, Urea and Caraiba Metais) both the equipment and the staff 
from the corresponding companies should work in a synchronised 
manner with the Codeba equipment and staff. For this purpose, the 
Terminal has an interlock system for basic functions and its own 
telephone communications system, which reaches specific areas, using 
VHF radio for remaining areas. 

Solid Bulk Cargo Terminal — T.G.S. — 2: Construction completed 1988. 
Operations commenced in 1989. The berth is tae te gy arlene 
with a 16 ton electric portico crane. Length of 210 m., dept 
alongside 10.0 m. 2 berthing dolphins available. 


BRAZIL 


Liquid Bulk Cargo Terminal — T.G.L.: 

ompleted in 1978, commenced operations in 1979, and is composed 
basically of: A berthing pier; 10 berthing dolphins; access bridge; 
platform; storage area (tanks); installations and equipment. 
Berthing Pier: \n this terminal, the berthing is defined by the dolphins 
which are located at the side of the operations platform. 

North Berth: Depth 10.6 m.; largest cargo vessel permitted, 35,000 
g.r.t./220 m. length; distance between fenders (2) 66 m.; maximum load 
— mooring heads — 50 tons (6); cylindrical fenders (2) — external diameter 
1.20 m. X 1.50 m. 

South Berth: Depth 11 m.; biggest cargo vessel permitted 25,000 g.r.t.; 
distance between fenders (2) 66 m.; maximum load — mooring heads — 
50 tons (6); cylindrical fenders (2) — external diameter 1.20 m. x 1.50 m. 

Note: Near the berth there is a slope which limits the operations here 
to the following: 

(a) Maximum vessel length — 120 m. (394 ft.) 

(b) Ships over 105 m. length must be equi with bow thruster. 

(c) Ships of more than 80 m. (262 ft.) length must be assisted by a 

minimum of 3 tug boats and operations must be performed under 
favourable sea and weather conditions. 

(d) Time of manoeuvring is at the Pilot's discretion. 

Mooring Dolphins: 

There are 10 mooring dolphins made of concrete on pipes with the 
following characteristics 

Dimensions 10m. x 10m.; maximum level +4.60m.; mooring 
capacity 50 tons. 

By virtue of the characteristics of the T.G.L. the dolphins are fitted 
with quick-release hooks to enable them, in case of necessity, to carry 
out prompt deberthing of the vessel. 

Access Bridge: 

Constructed of reinforced concrete on pipes with the following 
characteristics. 

Level — variable +10 m.; width — 9 m.; length — 324.60 m. 

Purpose — Access to the dolphins and platforms, passage for service 
vehicles, ambulance and fire fighting equipment. 

Support — There are two series of concrete supports on the bridge, 
level +4.65 and +6.55 m. for support and passage of pipe-lines. 
Platforms: 

Platforms made of concrete on pipes. 

Junction — On 3 levels with approximately 1,600 sq.m. 

Pumping — On only one level with access by metal ladder with approx. 
200 sq.m. 

Operation — On two levels: upper level with 566 sq.m. and lower level 
with 2,068 sq.m. 

For reasons of safety, vessels must not transmit forces to the 
operations platform of the T.G.L. 


Storage Area (Tanks): 

Due to contracts with pre-established duration, signed with companies 
specializing in movement and tag of liquid chemical products, tanks 
and miscellaneous facilities were built in addition to equipment and 
installations on the pier and TGL feedback, capable of guaranteeing full 
operation of transport and storage systems for chemical and 
petrochemical products from the area of their entrance, with a high 
degree of efficiency and operational flexibility. 

ank storage area operated by Tequimar — Terminal Quimico De Aratu 
A 


A complex of 40 tanks in carbon steel, carbon steel lined with stainless 
steel, some for multiple purposes and others for a specific product only 
which will be handled and stored within rigid guidelines of security, 
distributed in concrete construction ducts. 

Installed capacity — with 40 tanks with 99,600 cu.m., thus: 

2 tanks of 300 cu.m.; 12 tanks of 750 cu.m.; 12 tanks of 1,500 cu.m.; 
8 tanks of 3,000 cu.m.; 2 tanks of 8,000 cu.m. and 4 tanks of 500 cu.m. 

Dichloroethane: Pipeduct for Dichloroethane (EDC) with 35 km. length 
connecting the terminal to the Camacari Chemical Complex. 

It is planned to increase the capacity by installation of more tanks in 
accordance with demand. 

Tank accessories: Blanketing with N.; heat installation with cooling 
serpentines; inlet and outlet valves motor-operated by remote tele- 
control; automatic level measuring with remote indicator; Automatic 
temperature measuring with remote indicator; central analogical 
computation system for control of stocks. 

System of Loading and Unloading of Vessels: 

Sleeves, 2 supports and 2 cranes for the movement of sleeves. 

Pier lines with flanged connection valves. 

10 pre-pumping tanks of 8 cu.m. on the pier — for sampling. 

10 pre-pumping tanks of 8 cu.m. in the storage area — for sampling. 

A complex of centrifugal ship-loading pumps with a nominal capacity 
of 250 t.p.h. 

Simultaneous transfer operation in all the pier lines. 

“Pig” device for internal cleansing and scraping of lines which handle 
various different products. 

A complex of pumps, of the screw type of 60 cu.m/h. used for draining 
the lines, pumping of samples and other emergency operations. There 
are also two more pumps with a capacity of 120 cu.m./h. intended for 
services which require greater outlet, for example transfer of liquids from 
one storage tank to another. 


Loading/unloading System for Truck Tankers: 

The operations of loading and unloading trucks are performed on 
bases located on parallel lines on jetties, at the points near the tanks 
or group of tanks. These bases (12) compose the “islands” under which 
are installed the pumps which permit loading or unloading trucks on one 
side or the other of the bases, by means of loading arms. 

All storage tanks are connected to the respective pumps. 

Auxiliary Units: 

There is in the port area a system of steam distribution, service air, 
drinking water, and nitrogen for all necessary operations and cleaning 
of pipe-lines in the terminal. 
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Drinking Water System: 

A raised concrete storage tank with 15cu.m. and one made of 
carbonic steel, with 500 cu.m. Feed is made by the distribution mains 
operated by Codeba with meters. 

Steam System: 

A tubular frame boiler, fed by diesel oil with a capacity of 2 t.p.h. of 
steam at a pressure of 6 kg./sq.cm. 

The steam is intended for service stations and for cooling the Dutrex 
tanks and the lines with “steam-tracing”. 

One of the uses of steam is for the production of hot water for washing 
hoses. For this there are various water heating points distributed at the 
various points of consumption. 

Compressed Air System: 

The compressed air system consists of 2 (two) compressors of the 
two stage type with a capacity of 160cu.m./h. at a pressure of 
7 kg./sq.cm. 

It is intended for feeding service stations and its main function is the 
drying of hoses after washing. 

Mask Air System: 

The air system for breathing consists of various stations distributed 
within the loading areas for lorries and vessels. 
Nitrogen System: 

Nitrogen is stored in a pressurized tank of 17.6 kg./sq.cm. with a liquid 
capacity of 34cu.m. The system with vaporiser was planned for a 
demand of 200 N cu.m/h., operating at a pressure of 5 kg./sq.cm. 

Nitrogen is used to inert tanks which require “Blanketing”. It is also 
used for cleaning lines and for moving the “Pigs”. 

Firefighting System: 
The firefighting system 
installations. 

The water mains to combat fire using sea water through a ring of 
firefighting water which covers the tank area, the anchorage and those 
where work and administration is carried out. The capacity of the mains 
is 1,500 cu.m./h. being fed by 3 pumps of 500 cu.m./h. capacity each 
and a maximum pressure of 12 kg./sq.cm. Apart from the firefighting 
pumps, there is a “jockey” type pressurised pump of 50 cu.m./h. which 


is constituted by equipments and 


maintains the mains continually pressurised at a pressure of 7 kg./sq.cm. 


With a complex of extinguishers of CO, and chemical powder; a 
system for storage tank cooling; A system for foam firefighting; a system 
for fire alarm by means of local manually operated units; a system of 
communication of emergency by telephonic lines. 

Port Services: In view of foreman type contracts signed for pre- 
determined durations with Codeba, Tequimar may perform foreman 
services on its connections and those of others. However, it is up to 
Codeba to inspect such services as well as to control access to berths 
and vessel mooring. 

Installations and Equipment of Nordeste Terminais S.A.: 

Nordeste Tank Storage Area: 

A complex of 30 tanks in carbon steel, some for multi-purposes and 
others for specific products which will be operated and stored within rigid 
security guidelines and distributed in docks of containment made of 
concrete. 

Installed Capacity: 16 tanks with 28,200 cu.m. and there are under 
construction another 14 similar tanks with a planned capacity of 
6,600 cu.m. 

Tanks under construction: 8 <x 300 cu.m. and 6 x 700 cu.m. 

The capacity planned should bring up, after all phases of construction 
the total storage capacity to 63,000 cu.m. 

System of Loading and Unloading of Vessels: 

Sleeves, 2 supports and auxiliary arms for movement of sleeves. 

5 pre-pumping 1 cu.m. tanks — for sampling on the pier. 

5 pre-pumping 1 cu.m. tanks in the storage area, — for sampling. 

A complex of chemical centrifugal pumps for loading vessels with a 
nominal capacity of 204 cu.m./h. 

Simultaneous transfer operation in all the pier lines. 

“Pig” — device for cleaning the interior of lines which use different 
products. 
System of Loading and Unloading Lorries: 

The unloading operations of tanker vehicles are carried out in localized 
bases on the bridges which are nearest the tank or group of tanks in 
question. The bases are constituted by “islands”, equipped with 
80 cu.m./h. and 204cu.m./h. pumps which enable simultaneous 
discharge. 

The loading operations of tanker trucks is centralised in a platform for 
loading tanker road vehicle's point in which it will be possible to load 
6 tanker lorries at a time by independent lines at each storage point. 
Drinking Water System: 

A raised tank made of concrete of 5 cu.m. and another one in carbon 
steel of 500 cu.m. Feed is made by the distribution network operated 
by Codeba with meters. 

Steam System: 

A flame-tubular boiler with a capacity of 1,000 kg./hr. 

The boiler is fed by BPF, the steam is destined for heating tanks with 
serpentines and service stations. 

Compressed Air System: 

Constituted by an Atlas Copco air compressor, continuously operated 
and which is used for feeding the service stations, cleaning and drying 
sleeves and tubes. 

Breathing Air System: 

Consists of various stations distributed in the loading areas for lorries 
and vessels. 

The stations are formed by batteries of fixed cylinders with hoses and 
individual masks. 

Nitrogen System: 

Nitrogen is stored in a pressurised tank 17.6 kg./sq.cm. with a liquid 
capacity of 27,800 litres. The nitrogen converts the inert atmosphere in 
the tanks which require “blanketting”’. 

Firefighting System: 
Water; foam; chemical powder, 
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System of Industrial Safety: 

Cooling of tanks; system of alarms; systems of communication of 
incidents. 

General Information and Recommendations: 

Both the piers of T.G.L. and T.G.S. were planned so as to enable 
future dredging to adapt to 20 m. for berthing of large bulk carriers up 
to 100,000 g.r.t. 

Safety in operation of vessels: 

It is important that safety rules be observed during operations with 
ships at the terminal. 

(a) Special attention must be given during berthing to ensure that the 
vessel is properly moored avoiding any collision with dolphins and 
platforms or the breaking of hoses. 

(b) One bow cable and one stern cable must always be available in 
the event of any vessel needing to be removed in the event of fire on 
board or on shore. 

(c) Any repairs which require cutting, welding or other services 
involving the usage of heat on board or on the pier must be avoided 
wherever possible. 

Where such services are absolutely vital on board, a responsible 
person at the Terminal must be warned in advance so that the necessary 
precautions may be taken ashore. 

(d) It is fairly common for bunkering to take place from barges on the 
offside of vessels moored at the Terminal. This practice requires certain 
security measures and must be avoided at all costs during the loading 
and discharge of the vessels. 

(e) It is recommended that no movement of vessels takes place at 
T.G.S. whilst a tanker is mooring or unmooring at T.G.L. 

(f) Both at T.G.L. and T.G.S., mooring and unmooring of vessels must 
only be effected with the aid of tugs in accordance with the instructions 
of the Port Captain. 

(g) It is recommended that all vessels berth with the bow turned 
towards the Access Channel provided that this does not cause difficulties 
in ensuring a proper berthing and thus permitting a rapid departure in 
the case of emergencies. 

(h) Deballasting operations are only possible by using the adequate 
installation as owned by the Terminal and which is in perfect condition 
for usage, together with the collection of residue and at all costs 
contamination and pollution of the area must be avoided. 

Before commencing discharge or loading operations and after having 
drawn up a movement plan for the liquid product, it is obligatory to carry 
out a general safety inspection and of the conditions of installation 
ss the system of communication between vessel and land and 
as proof of this a “Declaration of Inspection” must be drawn up on the 
appropriate form signed by a representative of the vessel and by the 
responsible person for the operation within the Terminal. One copy of 
this declaration must be sent to Codeba. 

Gas Products Terminal — T.P.G.: 

The works began in July 1980 and operations began in 1983. The 
terminal consists of a pier for handling of liquefied gases, including only 
one mooring berth. The terminal is basically composed of: 

Operations platform 

Landing and mooring dolphins (6) 

Access bridge 

Access jetty 

Storage area/facilities and equipment 
Operations Platform: 

Platform is reinforced concrete supported by tubes of reinforced 
concrete supported by tubes of reinforced concrete of 100 cm. diameter 
connected to the coast on the one hand by a land connection and by a 
bridge. It is protected by impact from the vessels by mooring dolphins 
— one at each end. 

The platform will support the structures for the loading arms, tubes, 
pumps, auxiliary crane, the foam storage tank, the emergency gangway 
and operation and control buildings. 

Main characteristics: area — 33m. x 20m. = 660 sq.m.; level - 
+4.50 m.; depth of the project — 10.9m.; permitted vessel size - 
20,000 g.r.t. length 180 m. 

Mooring Dolphins: 

The two mooring dolphins consist of a block of reinforced concrete of 
18m. x 10m. x 1.80 m. supported by 6 concrete tubes 120 cm. 
diameter. 

Each one of the 4 dolphins consists of a block of concrete 
10 m.x10 m.x1.5 m. supported by 4 tubes of 120 cm. diameter. 

All the dolphins are equipped with 10 mooring hooks of 50 tons each 
of the quick release type. 

Each of the mooring dolphins will be equipped with 3 fenders made 
of rubber and in a cylindrical shape with a diameter of 60 cm. x 150 cm. 

The mooring dolphins will be accessible by 4 concrete gangways and 
4 metal ladders on the sea side. 

Access Bridge: 

The access bridge consists of a superstructure made of reinforced 
concrete supported by reinforced tubes of 100 cm. diameter. 
Access Dock: 

The access dock is built of hard stone which is resistant to sea water. 
The land connection and the access bridge will carry the necessary 
ducts and piping and the access path arranged for 2 lines of traffic, thus 
admitting free access for vehicles. The control of access to the pier to 
persons and vehicles will be the responsibility of Codeba. 

Tank Park and Facilities of Terminal de Gases Ltda. — TEGAL 
Tanking Park: 
1 cryogen tank destined to storing ethene at 106° Centigrade and 
15,000 cu.m. capacity. 
Refrigerated sphere tank for butadiene at — 45° Centigrade and 
3,200 cu.m. capacity. 
1 sphere tank for MVC at ambient temperature. Capacity for 
3,200 cu.m. 
System of pumps. Flow: 250 cu.m./hr. 
4 “islands” for trucks loading/unloading. 
Flanged nets to connect land pipeducts. 


Crane to move nets. 
4 additional tanks (total capacity 18,200 cu.m.) available. 
Tank Accessories: 
Automatic level measuring. 
Automatic temperature measuring. 
Thermal insulation of lines. 
Tegal complementary facilities: 
Nitrogen System 
N, is stored in pressurized tanks at 17.6 kg/sq.cm., with net capacity 
of 34 cu.m. Compressed air, potable water and steam are supplied by 
Tequimar through interconnecting lines. 
Fire Defense System: 
Water supply is made by Tequimar. 
Other Facilities: 
Control Room. Room for JPG pier operators. 
Fertilizantes Nitrogenados do Nordeste, SA — Nitrofertil 
This company has at TPG, complete facilities for the operation with 
Ammonia, which includes a sphere/reservoir with 30,000 cu.m. capacity. 
PORT EQUIPMENT: The port has 3 loading shovels of 3 cu.m., 1 mobile 
crane up to 20 tons, 1 front stacker of 3.2 tons, 1 agricultural tractor, 
1 bob cat tractor, 2 fast action fire fighting trucks, 1 pump and tank truck 
for fire dag 
FRESH WATER: Small quantities available. 
FUEL: This is done by lighter and only at the solid bulk cargo terminal 


(T.G.S.). 
CONSULS: See “Salvador”. 
REPAIRS: There is a workshop under construction. 
DRY DOCK: There is a naval dry dock in Aratu capable of handling 
vessels up to 45,000 d.w.t. It has dimensions 230 m. by 30 m. wide. 
Depth 11.5 m. However, the access channel will only allow vessels of 
up to 10 m. draft, though this is expected to be increased shortly. 
AIRPORT: 2nd of July Airport at Salvador, 43 km. from the port. 
TIME: GMT minus 3 hours. 
HOLIDAYS: National: 1st January, 21st April, 1st May, 7th September, 
15th November, 25th December. 
Municipal: Fixed: 2nd February, 14th August. Movable: Good Friday. 
Traditional: Movable: Carnival — Tuesday (Mardi Gras) and Ash 
Wednesday — Corpus Christi. 

Fixed: St. John (June 24th), July 2nd, November 2nd. 
GENERAL: Useful Addresses: 

1. Terminal of Madre de Deus — Temadre. Baia de Todos os Santos. 
Products handled: oil and derivatives. Tel: 801-1821. 

2. Dow Chemical Terminal — Baia de Todos os Santos. Products 
handled: chemical products. Tel: 801-1011 and 801-2211. 

3. Terminal of Usina Siderurgica da Bahia — Usiba. Baia de Todos os 
Santos. Products handled: bulk ore. Tel: 594-8311. 

4. Terminal of Fabica de Cimento Aratu. Baia de Todos os Santos. 
Products handled: cement and limestone. Tel: 594-9488. 

5. Terminal of Equipetrol. Baia de Todos os Santos. 

Products handled: pre-inspection of rig structures. Tel: 594-8811. 

6. Sao Roque Terminal (Petrobras). Estuary of the Paraguassu River. 
Products handled: rig parts and structures for oil drilling. Tel: 242-7997 
and 242-7797. 

7. Terminal of IMBASA — Industria de Mamona da Bahia, S.A. Baia 

de Todos os Santos. Products handled: vegetable oil (castor oil). 
Tel: 594-9133 and 594-9386. 
AUTHORITY: Cia. das Docas do Esta do da Bahia — CODEBA, 
Av: da Franca — S/No., Estacao Maritima, Municipio de Candeias, 
Estado da Bahia — Cep 43700 Brazil. Tel: (071) 243 — 5066. Telex: (071) 
1110. FAX: (071) 241 6712. Contact: Dr. Osvaldo C. Magalhaes. 


AREIA BRANCA (Salineiro Terminal): 
04.50 S. 37.03 W. (See Plan) 


LOCATION: In open sea 14 km. out from the continent, near to the town 
of Areia Branca. 

CLEARANCE: The Health Authorities of the Port and the Federal Police 
do not have representatives in the town of Areia Branca. Therefore, in 
the event of there being a necessity, the ship's Agent must communicate, 
sufficiently in advance, with the Port Authorities of Natal, when 
representatives will be sent to Areia Branca, to carry out vessel 
inspections. 

Addresses and telephones of Port Authorities: 

Port Captaincy Agency — Rua Joao Felix, 12 — Areia Branca. 
Telephone: 332-2211. 
Maritime Work Post — At the top of the CP-RN Agency Building 
at Areia Branca. An Advocate is employed with duties and 
representation at Areia Branca, in the Maritime Work Delegation 
— Telephone 332-2022. 
Federal Customs in Areia Branca: Telephones: 332-2425 and 
332-2426. 
APPROACHES: Access to the Terminal: The access to the terminal for 
vessels of medium tonnage is made by a channel 13 m. depth (length 
15 km., width 1.2 km.) at minimum level. This channel goes to the 
mooring point from Joao da Cunha Reef. 

Manoeuvring Basin: Length 2 km., depth of water 11 m., at minimum 
water level. 

Lighting and Buoys: The lighting and buoys are as follows: peed a 
buoy at the beginning of the access channel; along this channel and in 
the manoeuvring basin are distributed a further 10 unlit buoys. 

Tidal Variation: From 0.10 m. to 3.90 m. 
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PILOTAGE: Pilotage is obligatory, from the pilotage anchorage to any 
point in the Port area for vessels of more than 2,000 g.r.t. Pilots must 
be requested by radio, through the Agencia Maritima Ltd, Rua Cel. 
Aureliano, 37, P.O.Box 138, Tel: 222-1449 — or, at Rua Cel. Fausto No. 
481, Tel: 332-2001 and 332-2011 at Areia Branca. Contacts must be 
maintained with the Marine Agency with regard to the taking on of Pilots 
and this must be done a minimum of 10 hours in advance of the arrival 
of the Pilot at the point of embarkation by virtue of the distance between 
the town and the point of embarkation and the dependency upon the 
tide. 


ANCHORAGES: 

(a) For vessels of any g.r.t., awaiting berthing orders or awaiting 
repairs — between parallels 04° 49’ 18” S. — 04° 49’ 48” S. and 
meridians 37° 02’ 54” W. — 37° 03' 48” W. 

(b) For vessels in quarantine — 

As above. 

(c) For pleasure craft — between parallels 04°54'00" S. — 04°54'18" S. 
and meridians 37° 07’ 24” W. — 37° 08’ 12” W. (Inner Area). 

(d) In the event that the Island Port is not working, due to damage 
to its equipment, the anchorages mentioned above will be used 
where the vessels will receive salt directly from barges. 

(1) Inner Area — Limits mentioned in (c) can be used with safety 
by vessels drawing up to 12 ft. of water. 

(2) Outside Area — between parallels 04° 51’ 12” S. — 04° 52’ 00" S. 
and meridians 37° 04’ 00” W. — 37° 05’ 12” W. can be used with 
safety by vessels drawing up to 22 ft. of water. 

(e) Restrictions: Anchoring is not permitted in the access channel 
nor in the manoeuvring area. 

Also see “Berthing”. 


RESTRICTIONS: No night navigation. 
Vessels not directly concerned with port operations, must travel at a 
minimum distance of 1,000 yards off the Island Port berthing dolphins. 


TUGS: 21,680 h.p., 20 tons bollard pull. 

Normally there is no need for tugs for berthing or for unberthing except 
in the case of damage to machinery or when the action of the wind is 
sufficiently strong to throw the vessel against the dolphins (winds from 
the sector S.E. — S.W.), in which case the following regulations must be 
observed: vessels up to 10,000 g.r.t. must use 1 tug, in the event of the 
wind intensity being less than 25 knots, and 2 tugs if the wind intensity 
is greater than that level. Vessels over 10,000 g.r.t. must use 2 tugs, 
at is not advisable to try to berth or unberth with winds greater than 

‘5S knots. 


BERTHING: Manoeuvring Area: This is a strip 400 m. long in front of 
the dolphins, between the meridians 37° 02’ 24” W. — 37° 02’ 54” W. 
Depth: from 12 m. to 23 m. It is expressly prohibited to anchor anywhere 
in this area which is reserved for berthing and unberthing operations. 
Island Port Resources: 

ee Quay 

1) For vessels: 

Constituted by 3 dolphins, each with a mooring head and a hook. 
Distance between the end dolphins, 78.6 m. The system of berthing is 
completed by 3 buoys. Depth: 12 m. 

Vessels berth port side to on 3 dolphins, using starboard anchor and 
moored to 3 buoys. 

(2) For Barges: 

Situated on the S.W. side of the artificial island there is a 195 m. long 
quay, for berthing barges. Depth: 6 m. 
River Mossoro: 
For vessels with less than 3.5 m. draft, dependent on the tide, entering 
or leaving the town of Areia Branca, there is a deviation due to the 
previously used channel being silted up, which makes it obligatory to 
have help from the local Pilots. 


BULK CARGO FACILITIES: Cranes/Stackers/Rolling Bridges/Loaders/ 
Suction Units: 

The salt is transported from the storage area on the Island Port to the 
vessel's hold by means of a conveyor working at a speed of 1,500 t.p.h. 
At the end of the conveyor there is a rotary loader, supported on one 
side on a pivot on a metal transfer tower platform and on the other by 
a curved track structure. The loader permits only rotary movement 
(sector of 17°-22°) with also axial displacement and rise (with a range 
of 39 m.) which makes it possible to load two different vessel holds when 
necessary. 

Transport Along the Quay: 

The salt is unloaded from barges moored on the quay on the S.W. 
face of the island by 2 jib cranes, rolling bridge type, moving on a railway 
line and equipped with clam shell grabs, with nominal capacity each, of 
350 t.p.h., connected with weighbridges, hoppers and mats for formation 
of piles. It is possible to discharge the salt directly in the piles (storage 
area) or into the equipment which forms them, or even directly into the 
loading mat which makes it possible in this case to effect direct transfer 
of the salt into the vessels. 

The salt in the pres area is also moved by 2 loading shovels with 
a nominal capacity of 680 t.p.h. and 3 tractors. 
Pontoons/Barges/Launches/Lighters: 

The Rio Grande do Norte Docks Company (CODERN) has 5 self- 
propelled 452 h.p. barges with a capacity for transporting 520 tons of 
salt each, as well as 5 dumb barges with a capacity for transporting salt 
from Areia Branca and Macau to the Island Port. 

The SOPORMAR (Maritime & Port Services Company) has 6 barges 
in operation between Macau, Areia Branca and the Island Port. 


STEVEDORES: On working days, Sundays and holidays, the working 
timetable is as follows: 
Day Period 

0700 to 1100 — Normal Day 

1100 to 1200 — Meal Break 

1200 to 1600 — Normal Day 

1600 to 1800 — Possible Overtime 

1800 to 1900 — Meal Break 
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Night Period 
1900 to 2300 — Normal Night 
2300 to 0000 — Meal Brea 
0000 to 0400 — Possible Overtime 
0400 to 0600 — Only to finish vessel 
0600 to 0700 — Meal Break 

Stevedores are carried out to the Island Port aboard launches which 
are hired by the ship's Agent. The journey from Areia Branca to the 
island Port is made normally in a maximum of 2 hours. The time launches 
leave depends on the tide, by virtue of the limitations of the bar of the 
River Mossoro. 

SPECIALISED CARGO HANDLING FACILITIES: No facilities for 
container or Ro/Ro traffic. 

MEDICAL: In the Island Port, there is an infirmary for first aid treatment, 
where there is always a nurse on duty. There is no doctor on duty. 
Nearest hospital is at Mossmoro, 50 km. away. 

FRESH WATER: In the Island Port there is an artesian well which 
permits a supply of water to berthed vessels via a pipe-line in the metallic 
structure at the berth. Capacity: 50,000 litres/hour. From the end of the 
pipe, supply is effected by means of 2.5 in. hoses. 

FUEL: Supply of diesel oil to vessels is possible through the self- 
propelled barges of the Rio Grande do Norte Docks Company 
(CODERN). Supply will be made preferably with the vessel anchored. 
Each barge has a capacity to supply up to 20,000 litres of diesel oil. 
Orders must be made 48 hours minimum in advance in order that the 
Rio Grande do Norte Docks Company (CODERN) can take the 
pesaiasah steps for topping up the tanks at the Island Port. 
REPAIRS: Active shipyard authorised by SUNAMAM to construct 
vessels up to 1,000 tons gross carrying weight. They also carry out 
naval repairs and have workshops and underwater repair facilities. 

The Salineiro Terminal has a workshop capable of carrying out small 
repairs. 

EMERGENCY SERVICES: The Salineiro Terminal has 2 tugs used in 
port operations and which can be used in a situation of emergency in 
life saving and salvage operations. There is no organised service. 
GANGWAY/DECK WATCHMEN: The Rio Grande do Norte Docks 
Company (CODERN) has a group of watchmen, 25 strong, which works 
between the Island Port and the office in Areia Branca, there always 
a a minimum of 6 at the Island Port. 

AIRPORT: Nearest at Natal and Fortaleza, 300 km. distant, served by 
commercial flights. 

TIME: GMT minus 3 hours. 

HOLIDAYS: National: 19th January, 21st April, 1st May, 7th September, 
12th October, 15th November and 25th December. 

Movable Holidays: Monday and Tuesday of Carnival, Ash 
Wednesday, Good Friday and Corpus Christi. 

Commemorative Days: 28th August (Banks), 28th October (Public 
Officials), 30th October (Business), 2nd November (All Saints), 
28th January (Port Workers). 

Municipal Holidays: 6th January (Foundation of the City), 21st 
November (City of Natal Celebration), 15th August (City of Areia Branca 
Celebration). 

Local Holidays: 15th August — Our Lady of the Mariners; 
8th December — Immaculate Conception. 

POLICE: Tel: 332-2057. 

Ip —aeichiarp No facilities exist for placing telephones on board 
vessels. 

GENERAL: Charts: DHN Nos. 703 and 720 cover the port area. 
AUTHORITY: Companhia Docas do Rio Grande do Norte, Rua Princesa 
igehe) 342, 59000, Natal, RN. Tel: (084) 222 3774 PABX. Telex: (084) 

Local Office at Salineiro Terminal: Cais Tertuliano Fernandes 81, 
59620, Areia Branca, RN. Tel: (084) 332 2121 PABX. Contact: Heinz 
Zech, Director. 


BARRA DO RIACHO: 19.51 S. 40.03 W. (See Plan) 


APPROACHES: Access Channel: Depth 11.5 m., width 150 m. 
PILOTAGE: Compulsory. Agent reports direct to Pilot Association at 
Vitoria, through VHF Channel 16. Pilots maintain 24 hour watch. 
RESTRICTIONS: Vessels up to 110 m. length can enter and sail day 
or night. Vessels from 110 m. to 190 m. can enter during daylight hours. 
Max. breadth 35 m. 

The Manoeuvring Basin has diameter of 250 m. 
TUGS: Two tugs are required for berthing and unberthing. Tugs have 
no lines on board. The tugs are requested from Vitoria. 
BERTHING: Barra do Riacho Quay: Length 230m., depth 10.7 m. 
Warehouse for export of cellulose 12,000 sq.m. 
CRANES: Not available. 
MEDICAL: Hospitals at Vitoria and Aracruz. 
FRESH WATER: Available. 
REPAIRS: No facilities. 
AIRPORT: At Vitoria. 
GARBAGE DISPOSAL: Not available. 
WASTE OIL DISPOSAL: Not available. 
SEAMAN’S CLUBS: The seaman’s club is situated in the town. 
CURRENCY: Brazilian Cruzeiro(Cr$). 
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DEVELOPMENT: 

The berth is to be dredged to 12.50 m. 

The access channel is to be dredged to 13.50 m. 

The quay is to be extended by 200 m. 

A warehouse with capacity of 45,000 tonnes of cellulose bales is to 
be built on the quay extension. 
AUTHORITY: Portocel-Terminal Especializado de Barra do Riacho s/a, 
Caminho de Barra do Riacho s/n, Aracruz, Espirito Santo, Brazil CEP 
29190. Tel: (027) 250-1137, (027) 270-6058. Telex: 273244. FAX: (027) 
250-1197. Contact: Osmar Luis Rebelo de Oliveira, Diretor- 
Superintendente. Mario Luis Martins de Almeida, Operations Manager. 


BELEM: 01.28 S. 48.29 W. (See Plan) 


PORT LIMITS: Subject to Charter Party Terms, vessel normally 
considered an “arrived ship” when at Val-de-Caes Anchorage, Icoaraci 
See or alongside the quay. 

DOCUMENTS: See “General” before first port. 

APPROACHES: The port is located on the right-hand side of the Bay 
of Guajara, running North/South, limited to the left by the island of Oncas 
19 km. long and other similar islands which are in front of the River Para, 
with 3 wide entry channels being provided i.e. 

1. Between the bar and the island of Fortim used by deep sea vessels 
and large coasters. 

2. Between the islands of Arapiranga and Cotijuba which is used by 
small coasters and the typical local river craft known as “gaiolas”. 

3. The Carnapijo Channel behind the island of Oncas which provides 
communication at high tide with the Bay of Marajo which measures from 
between 3,200 m. and 4,000 m. long in front of the island of Oncas with 
a shallow which divides it in the middle into two channels, one to the 
West with 12 m. to 20 m. depth at the foot of the above island and the 
other to the East next to the city and where the current port is located 
with 9m. to 10m. depth minimum water level when dredged. 
Comprehensive considerations make it that this latter channel to the 
East deserves special studies which allow the following details to be 
presented: 


Length 6,000 m. 
Width 90 m. to 180 m. 
Depth 6m. 
Average annual siltation 600,000 cu.m. 


The Turning Basin: The port has a wide turning basin 500 m. long, 
500 m. wide with a depth of water between 5m. — 6m., an annual 
siltation of 400,000 cu.m., fully equipped with buoys and lights under the 
control of the Technical Council of the Directorate of Hydrography and 
Navigation of the Brazilian Navy. 

PILOTAGE: Pilot usually ordered through vessel's Belem Agent, ETA 
at least 72 hours in advance and confirming not less than 24 hours prior 
to arrival. Vessels can apply direct to pilot station (on condition that local 
radio station is operating). Telegraphic address ‘“Praticagem - 
Salinopolis”, and call sign of Salinopolis (or Salinas) Radio Station is 
PPL. Pilot boards at a point 7 miles North of Salinas Lighthouse; a red 
motor-launch is used. Launch carries a red flag with a black P; it also 
has a black P painted on each side and on cabin roof. If pilot boat not 
in position on arrival of vessel, position 7 miles North of the light is a 
safe anchorage. Masters who do not know area should approach Salinas 
with caution. Also see “Radio”. 

ANCHORAGE: Vessels with a draft greater than 26 ft. anchor off 
Icoaraci, 7 miles from the port where they work cargo. 

Vessels that are impounded anchor off Val-de-Caes. 

Vessels undergoing repairs anchor off the Naval base dock at 
Val-de-Caes. 

Vessels with a draft of less than 26 ft. anchor at Val-de-Caes. Co- 
ordinates: Lat. 01° 24'01"”S., Long. 48°30’ W.; Lat. 01° 21’ 03"S., 
Long. 48° 29’ 03” W. and Lat. 01° 08’ 09” S., Long. 48° 28’ 03” W. 

Between Icoaraci and Val-de-Caes, there is a shallow spot at Tapana, 
ee wb should approach with caution, although bottom is soft mud 
and sand. 

HEALTH: Maritime Police, Customs and Port Health board vessel on 
arrival at whichever anchorage is used, or alongside. Pratique granted 
on the presentation of documents. If port not first Brazilian port of call. 
Port Health Authorities not required, although Police and Customs will 
still board. After first Brazilian port, Port Health only required in cases 
of illness or death. The use of quarantine “Q” flag not necessary. Also 
see “General” before first port. 

BERTHING: The quays are of cement and sand construction on a base 
of stones, which is, in turn, on a bed of hard clay. The quay height is a 
max. of +4.50 m. to accommodate the max. tidal rise of up to +3.20 m. 

Soundings taken in 1979, for vessels alongside in relation to the 
hydrographic zero of the port are as follows: 


Length 
of quay Depth Location 
(m.) (m.) 
75 2.5 S. face and N. face of Marechal Hermes Dock 
300 3.5 to 5.0 Quay wall — Mosqueiro & Soure Shed and 
Warehouses 1 and 2. 
342 6.3 to 7.0 Quay wall — Warehouse 3, Maua Square and 
Warehouse 4. 
385 6.7 to 7.5 Quay wall — Warehouses 5, 6 and 7. 
100 8 Quay wall — Warehouse 8 
261 7.5 to 8.5 Quay wall — Warehouses 11 and 12. 
110 8.0 to 9.2 Quay wall — Ocrim Silo to the end of the Wall. 


Quay Equipment: 25 electric cranes (3.2 — 12.5 tons), 4 mobile cranes 
on pneumatic tyres (5 — 25 tons) and 1 self propelled floating crane of 
200 tons capacity. There are facilities for handling containers. 

74 fork lifts (capacity 2,500 kg. — 25,000 kg.), 4 pick-ups, 3 trucks, 4 
conveyor belts, 14 weighbridges (1.5 tons — 60 tons) and 4,000 pallets. 


RADIO: Salinopolis Pilot Station on VHF Channel 16, working on 
Channel 11. Suggested that ship contacts Belem Agent through 
Barbados Radio, and this is also usual way that vessels are contacted 
by Belem. An alternative to Barbados Radio is the United States radio 
station at Chatham, Virginia. 

TUGS: One tug, “Rio Acara”, 700 h.p. 

STEVEDORES: Stevedoring gangs for day shifts 0630 and 1230 hrs. 
and 1630 hrs. for oh shift. Loading and discharging rates exceptionally 
good, particularly if vessel working at anchorages into lighters. Any 
delays to vessels alongside can usually be put down to the lack of official 
clearances in case of loading export cargo. 

MEDICAL: Notice of required medical assistance should always be 
given in advance. There are a number of first-aid posts for minor 
complaints. Vaccination Certificates for smallpox are essential, and, 
although not required officially, yellow fever vaccinations recommended. 
CARGO FACILITIES: 3 regular silos for grain, with a capacity of some 
10,800 cu.m. 2 irregular silos with a capacity of 1,537 cu.m. Average 
hourly discharge rate 200 tons. 

For grain suction there are 2 fixed towers, capacity 100 t.p.h. and 
40 t.p.h. and 1 mobile tower with capacity 60 t.p.h. 

The suction unit for 100t.p.h. has the following characteristics: 

1 mobile pneumatic suction tower for 100 t.p.h., 65 m. belt transporter 
of the elevated type with 200 t.p.h. capacity, including 2 end stations for 
drive of 40 h.p. each; 1 bucket-type elevator with 200 t.p.h. capacity, a 
height of 64 m., including an end drive station of 75 h.p.; 1 weighing 
tower with 200 t.p.h. capacity. 
TANKERS: At oil terminal of Miramar (Val-de-Caes) 8 km. from Belem, 
vessels of 18,000 d.w.t. old “T” berth, length 76 m. may berth or unberth 
at any state of the tide, subject to draft. Max. depth alongside berth at 
LW 26 ft., the same as that of approach channel. Mooring at this berth 
is to buoys inside the line of the “T” jetty. 77 tanks for liquid fuel leased 
to Petrobras, Sabba, Texaco, Esso, Atlantic, Salgema, Tropigas and 
Paragas. 

New Berth: Close South of “T” shaped berth. Length of platform 40 m. 
Vessels moor to 4 dolphins. Berth equipped with 5 ton s.w.!. hand 
operated winches. 

DENSITY: Strong outflow of Amazon and its tributaries is such that water 
at Salinas is only semi-salt. In the river itself, the water becomes slightly 
brackish, and half way to Belem, is absolutely fresh. 


FRESH WATER: Fresh water only obtainable alongside main quay, and 
not at oil berth. Delivery rate 25 t.p.h. (2.5 in. line). Boiler water may be 
taken direct from the river at a point named Capim, near the entrance 
to Marajo Bay. 


FUEL: See “General” before first port. Available, but due to Brazilian 
Custom's Laws, as much advance notice as possible should be given 
in order to obtain correct documentation. A minimum of 1 weeks’ notice 
recommended. 


CONSULS: Argentina, Belgium, Bolivia, Colombia, Costa Rica, 
Denmark, Dominican Republic, France, Great Britain, Italy, Japan, 
Mexico, Netherlands, Norway, Peru, Portugal, Spain, Sweden, United 
States, Venezuela. 


REPAIRS: Deck and engine repairs of all types can be carried out by 
the Brazilian Naval Dockyard. 


DRY DOCKS: At Naval Base, there is a dry dock measuring 730 ft. by 
74 ft. with a depth over the sill of 25 ft. There are also several small 
floating docks, but they are not adequate for sea-going vessels. 
GANGWAY/DECK WATCHMEN: The employment of gangway 
watchmen recommended. 


HATCHES: Hatches normally opened and closed by stevedores, but if 
it is raining they are inclined to shelter before closing. 


CUSTOMS ALLOWANCES: Custom's Authorities do not normally 
search ship's crews, and reasonable quantity can remain in the 
possession of crew members. However, no attempt should be made to 
take more than a reasonable amount ashore. 
REPATRIATION: There are 4 weekly international ag leaving for 
Miami, Caiena and Paramaribo, plus daily flights to Rio de Janeiro, 
Sao Paulo and other Brazilian cities, including Recife. 
TIME: Local time GMT minus 3 hours. Summertime (1st December — 
28th February) GMT minus 2 hours. 
HOLIDAYS: New Year (January 1st); Carnival (variable Feb/March); 
Holy Friday (April 17th); Tiradentes (April 21st); Labour Day (May 1st); 
Corpus Christi (June 18th); Independance Day (September 7th); N.S. 
Aparecida (October 12th); All Saints (November 2nd); Proclamations of 
the Republic (November 15th); and Christmas (December 25th). 
POLICE/AMBULANCE/FIRE: Maritime Police Tel: 234996; Ambulance 
Tel: 222523; Fire Brigade Tel: 23-3119. 
TELEPHONES: Telephones can be put on board vessels alongside 
Ma 
IDE CARDS: Foreign crew members not permitted to go ashore 
without presentation of identity card on which is a photograph of holder 
and personal details. These cards are provided by the Agent upon 
arrival. The identity card must be delivered on disembarkation to the 
Federal Police who will return it to the crew member on re-embarkation. 
GARBAGE DISPOSAL: The port administration provides for garbage 
collection. 
WASTE OIL DISPOSAL: The ship owner's representative provides for 
waste oil collection. 
SEAMAN’S CLUBS: There is no seaman’s club operating at the port. 
CURRENCY: Brazilian currency is “Cruzeiro Real” (CRS). 

U.S.Dollar 1.00 = CRS 710.00 

German Mark 1.00 =CRS 411.00 

French Franc 1.00 =CRS 121.00 

U.K.Pound 1.00 = CRS 1,046.00 (14.3.94). 
GENERAL: Tidal action in the Guajara Bay is extensive, with the 
“Pororoca” phenomenon which comprises the meeting of tidal water 
with masses of fresh water coming from the Brazilian Equatorial rivers. 
The tidal wave takes 3 hours 40 minutes to come from the Salinas 
Lighthouse to the South end of the port of Belem. Systematic 


BRAZIL 


measurements at times of spring tides show that the average height of 
water reaches 3.22 m. at high tide and in the quadratures 2.42 m. 
Maximum high and low water levels recorded are +4.21m. and 
—0.37 m. respectively. 

During the ebb, the waters coming up the Bay of Guajara are 
predominantly picked up by the Western channel current, with great 
speed, thus explaining the great depths at that point, and also in the 
Western channel the average ebb and flow speeds are 1.30 and 1.74 m. 
per second, respectively, and in the East channel they are respectively 
1.19 and 2.10 m. per second. At the extreme Southern point of the 
berthing quays the average flow speed record was 2.77 m. per second. 


SHIPMASTER'S REPORT: June 1992. 

Charts: B.A. Charts No. 3959 and 397. 

Approaches: The coastline is flat and featureless, except for buildings 
at Salinopolis. The town is a well known holiday resort for North Brazil. 
Salinopolis Town showed up at 27 miles on radar from the North. The 
light float “Amazonas No. 1” showed up at 30 miles and the Racon at 
20 miles. 

Depths shoal gradually. 

Salinopolis Racon was seen at 17 miles. 

The buoy marking Banco de Salinas (7 miles North of Salinopolis) 
showed up at 8 miles on the radar. 

Navigation marks approaching and at Belem are as on the latest B.A. 
Charts No. 3959 and 397, and found to be reliable. 

Pilot: Arranged through the Agent. 48 hours notice if possible in advance 
as per ALRS, followed by 24 hours and 8 hours notice. 

Pilots travel to Salinopolis by outbound ships or by car, taking 
2.5 hours from Belem. 

At present, 12 pilots are employed on the Salinopolis to Belem area 
of the River. 

Pilot office at Salinopolis listens throughout 24 hours on Channel 16, 
and works on Channel 11. 

Pilot office called us when we were 40 miles N.W. of the port (pilots 
say VHF range in the area very good). 

Pilot boards from old red coloured launch (standard Brazilian Pilot 
colour), just North of Banco de Salinas Buoy, and takes about 1.5 hours 
to come out from Salinopolis. 

It is 102 miles from Salinopolis to Belem Miramar Tanker Berths. 
Vessels maintain full sea speed to Pta. Virado, about 20 miles North of 
Belem. Canal Dos Pocoes used, depending on draft. Racons on 
Espadarte Bank Wreck and Ilha Dos Guaras, either side of Canal Dos 
Poccoes, show up well. Same pilot berths vessel. 

Anchorages: Numerous anchorages to seaward of Belem. Off Belem, 
the Immigration Anchorage near Miramar Tanker Berths has a depth of 
26 ft. (F.W.) at L.W. at its North end. South end is shallower. 

Tugs: No tugs at Belem. 

Channel: From Pt. Mosqueiro to Belem, the Channel shoals rapidly. The 
shallowest section is 6.0 m. at L.W. about 3 miles North of the airport. 
This can only be navigated by deep-draft vessels 2 hours either side of 
H.W. Pilots report that no dredging is presently being undertaken at 
Belem alongside the berths or in the approaches. 

Berthing: All berthing undertaken with the aid of the offshore anchor and 
tide. No berthing undertaken at slack water. 

At Miramar Oil Berths, pilots like to berth on the flood tide, starboard 
side to, about 1 hour before H.W. 

We berthed port side to with draft of 26 ft. (F.W.) on the start of the 
ebb, as we were too late for the flood. 

Deep draft ships can leave 3 hours before H.W. to about 2.5 hours 
after H.W. 

Berthing and unberthing very professionaliy undertaken. When 
berthing, let go offshore anchor off berth to about 1.5 shackles. Vessel 
pulled alongside by mooring lines which are run by a boat each end. 
Two head/stern lines to buoys, 4 springs each end split into two sets to 
different bollards on jetty. 

Depths: For vessels proceeding from Ville De Conde Alumina Berth, 
about 15 miles above Belem, maximum draft is 40 ft. (F.W.). 

Tanker Jetty at Pta. Do Rendentor has a depth of 35 ft. (F.W.) at H.W., 
and is out of use at present. 

Tanker eae off Pta. Do Rendentor has a depth of 29 ft. (F.W.) 
at L.W., and is used for lightening for ships proceeding to Miramar Berths. 

Miramar Tanker Berths: 26 ft. (F.W.) at L.W. 

Belem City Berths: 22 ft. (F.W.) at L.W. 

Miramar Berths: Two berths available. The old jetty to the North was 
built in 1938 and modernised in 1956. This has a flat face length of 
78 m. and handles all refined products, including LPG. The fendering is 
very poor. 

Hoses (no Chicksans available) are handled by ship’s derrick/crane. 
On the old berth, accommodation ladder can be easily landed amidships. 

The new berth was completed in 1965, and has 2 sponsons for fenders 
and an effective length of 90m. All refined products are handled, 
including LPG. 

Hoses (no Chicksans) are handled by derrick or cranes, located on 
the jetty. At the new berth, it is difficult to land the gangway amidships. 
LPG Cargo: 1x4 in. hose. Maximum back pressure 13 bar (+10°C at 
res p.h.). The tanks are about 0.25 miles away, across the main 
road. 

Total capacity 5,000 tonnes. 

The survey is long and tedious. 

The Petrobras watchman is located in hut on the quay. 

Facilities: Fresh water available from the jetty, and has to be arranged 
through Agent. Supply is metered and ship's hoses are used. The rate 
is about 20 tonnes p.h. 

Gas oil and MDO available alongside by tanker truck. 

Several ship chandlers available. 

No telephones available. Nearest telephones are at the airport which 
is about 1 mile away. 

Agents (Agencias Mundias Ltda.) are Lloyd’s Agent and British 
Consul, and were very good. 

Airport, with international flights to U.S.A., near by. 
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Authorities: Authorities board at anchorage off the berth, before ship 
comes alongside. This is the usual standard practice. 

Immigration landing forms made out for each crew member, but not 
used. 
6 Crew Lists. 

6 Stores Lists (General items, does not have to be comprehensive). 

6 Bond Lists. 

1 Health Declaration and Vaccination List. 

3 Cargo Manifests. 

All Passports are sighted. 
General: Beware of robbers. We were warned that gangs strike at night, 
and go for the forward paint locker. Sure enough, at about 0300 hrs., 
they came aboard to be met by the crew with metal bars, which saw 
them off. We put a hawser around the forecastle housing door, and had 
extra watchmen on duty at night as well as shore watchmen. 

“Visitors” can also be a nuisance. It is best to tell the Terminal that 
you do not want any visitors. 


AUTHORITY: Companhia Docas do Para, Avenida Presidente Vargas, 
41-2° Andar, Belem, Para, Brazil, CEP 66010-000. Te/: 223-0055. 
Telex: 0912320. FAX: (091) 241-1741. Contact: Carlos Acatauassu 
Nunes, Director-President. 


CABEDELO: 06.58 S. 34.50 W. 


DOCUMENTS: See “General” before first port. 
PILOTAGE: Contact Pilot's Headquarters by radio via vessel’s Agent 
located at Joao-Pessoa (18 km. from Cabedelo). The messages are 
relayed by Natal Radio PPN or Cabedelo Radio. All messages are 
delivered by National Telegraph — Telegrafo Nacional. Pilots’ launches 
painted red with capital “P’’. 

Pilots may be requested through VHF (Channels 06, 12, 14, and 16 
— 156.30 MHz, 156.6 MHz, 156.70 MHz and 156.8 MHz). 
ANCHORAGE: While waiting for the Pilot, vessels should anchor 0.8 
miles E.N.E. of the + a beacon. At the anchorage in the vicinity of the 
breakwater the depth of water is from 9.0 m. (29 ft. 06 in.) to 15m. 
(49 ft.) at low tide, and at the anchorage located South of the docks the 
— of water is 5.50 m. (18 ft. 09 in.) at low tide. 
RESTRICTIONS: For Masters calling at Cabedelo for first time it is 
preferable not to enter during darkness. 
MAX. SIZE: Max. length 210 m., draft spring tide 30 ft., neap tide 28 ft. 
HEALTH: Also see ‘General’ before first port. If Master suspects 
contagious disease aboard he must report to Agent who will contact 
Brazilian Health Authorities at Joao-Pessoa. 
VHF: See “Pilotage”’. 
TUGS: None available. 
BERTHING: Berthing takes place in accordance with vessel's draft. 
Master must always give Agent vessel's draft arriving off Cabedelo. 
Length = quay, 602 m. 

Be. 


(See Plan) 


Length Depth Remarks 
(m.) (m.) 
125 9 Tankers, veg. oil, minerals, containers, 
general cargo 
135 9 General cargo, minerals, containers, wheat 
142 9 General cargo, minerals, containers, refrig. 
110 7.5 General cargo, bulk cargo and containers 
90 7.5 General cargo and bulk cargo. 


CRANES: 5 Portal cranes. 
Land 1 x6.3 tons. 
STEVEDORES: Advise Agent ETA at Cabedelo 48 hours prior to arrival 
to ii arrangements with dock and stevedores for discharging or 
loading. 
MEDICAL: For urgent cases recommended that vessel call at Joao 
Pessoa instead of Cabedelo as Joao Pessoa has better facilities. 
TANKERS: Cabedelo not a loading port for petroleum products. Messrs. 
Esso-Brasileira de Petroleo and Petrobras Distribuidora S.A., have tanks 
for reception of gasoline, diesel and other petroleum products which are 
carried by Brazilian fleet of tankers “Fronape” — Frota Nacional de 
Petroleiros. At Cabedelo only Berth No. 1 is suitable for discharging 
petroleum products or to bunker vessels since pipe-line is only 
connected to Berth No. 1. Tankers enter and sail during dark hours from 
Cabedelo. Length of berth 200 m. Depth alongside 9 m. 
DENSITY: Varies from 1020 to 1025 at HW. 
FRESH WATER: Supplied by pipe-line alongside quays at rate of 
50 cu.m.p.h. 
FUEL: Available. Suppliers Messrs. Esso-Brasileira de Petroleo. Pipe- 
line at Berth No. 1 where vessels can bunker alongside. Pipe-line fuel 
oil, 8 in.; pipe-line diesel, 8 in. 
CONSULS: 

France (083) 221.2010 

U.K. (083) 224.7005 
— consulates at Recife 110 km. from Joao-Pessoa about 1.5 hours 

y road. 

REPAIRS: Minor repairs only. 
DRY DOCKS: None. 
GANGWAY/DECK WATCHMAN: Watchmen available. Masters have 
option to choose suitable times when their services are required. 
OPENING/CLOSING HATCHES: By stevedores. Crew assist when 
stevedores not familiar with modern hatches. 
CUSTOMS ALLOWANCES: 1 carton cigarettes per crew member at 
Customs discretion and 1 bottle of whisky or any other kind of spirit, 
subject to Customs discretion. 
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1x1.5 tons, 2x3.2 tons, 1x5 tons 


REPATRIATION: Repatriation can be arranged via Recife or direct from 
Joao-Pessoa to Rio de Janeiro, Sao Paulo and Brasilia. 
AIRPORT: 9 km. from Joao-Pessoa. Utilised by National Lines whose 
planes make regular calls. 
TIME: GMT minus 3 hours throughout the year. 
IDENTITY CARDS: Foreign crew members not permitted to go ashore 
without presentation of identity card on which is a photograph of holder 
and personal details. These cards are provided by the Agent upon 
arrival. The identity card must be delivered on disembarkation to the 
Federal Police who will return it to the crew member on re-embarkation, 
HOLIDAYS: National Holidays: Fraternidade Universal (January 1st); 
Tiradentes (April 21st); Labour Day (May 1st); Brazil's Independence 
Day (September 7th); Nossa Senhora Aparecida (October 12th); 
Commemoration of the Republic (November 15th); Christmas Day 
(December 25th). 
State Holidays: Nossa Senhora da Conceicao (December 8th); Sexta 
Feira da Paixao (Movable); Sagrado Coracao de Jesus (Movable); 
Emancipacao Politica de Cabedelo (December 12th). 

Work is possible during holidays and Sundays, except on Good Friday, 
Labour Day and Independence Day. 
POLICE/AMBULANCE/FIRE: Police (located at Joao-Pessoa) 190. 
Cabedelo has a small Police Station but no telephone available. 
Ambulance is available. Fire Brigade (locate at Joao-Pessoa). 
TELEPHONES: Facilities for placing telephones on board. 
AUTHORITY: Administracao do Porto de Cabedelo, Av. Presidente 
Joao Pessoa, Cabedelo, Paraiba, Brazil. Contact: Afonso Augusto de 
Toledo Navarro, Administrator. 


DTBASA/SE (Carmopolis): 11.03 S. 37.01 W. 
(See Plan) 


LOCATION: Dutos E Terminais da Bahia, Sergipe E Alagoas 
(DTBASA), operated by Petroleo Brasileiro SA, PETROBRAS, is located 
on the N.E coast of Brazil at the Atalaia Velha Beach, Lat. 11° 00’ 30” S., 
Long. 37° 04’ 00” W. about 9 km. South of Aracaju City, capital of the 
State of Sergipe. 

The mooring site is an open roadstead seaberth. It is located about 
3.8 miles from the beach and at the end of a submarine pipe-line marked 
by 1 lighted buoy, 4 miles Southwards from the bar entrance to the port 
of Aracaju. The geographical position of the berth is: Lat. 11° 02’ 53” S., 
abs 37° 00’ 47” W. 

UMENTS: See “General” before first port. 
ESSENTIAL REQUIREMENTS: Most essential requirements to be met 
by vessels loading: 

1. The ocean terminal consists of a conventional berth, i.e., tankers 
are moored with the ship’s two anchors ahead and the terminal's six 
mooring buoys round the stern (See “Plans’”’). 

2. The terminal is intended to load ships with crude produced in the 
nearby shore and sea oil fields. 

3. Loading is effected by a 26 in. diameter submarine pipe-line with 
a length of 7,500 m. from the mainland. It divides into two strings of 
hoses (North and South) through a “T” reducing piece. 

4. ae manifold should be preferably equipped with one 10 in. flange 
(ANSI). 

5. Amidships, derrick or crane with a minimum capacity of 5 tons must 
be provided to hoist and connect the nominated string of hoses, normally 
on starboard side. Only one string is connected. 

6. Ship's windlass (chain cables, brakes, windlasses, etc.) must be in 
perfect operational condition so that anchor and chains can be dropped, 
heaved in, adjusted, etc. 

7. A forward winch must also be prepared for heaving in the pick-up 
wire of the hose. 

8. Maximum permitted draft for the terminal is 15m. so that a 3 m. 
bottom clearance is assured to face extreme operating sea conditions. 

9. The mooring was designed to accommodate vessels up to 65,000 
d.w.t. however, in special favourable circumstances a 115,000 d.w.t., 
tanker has been moored. Ship's LOA (300 m.) and longitudinal position 
of ship’s manifold are also limiting factors. 

10. By daylight a Mooring Master will board the vessel about 1 mile 
S.E. of the terminal sea buoys. He will advise on all manoeuvres relative 
to berthing, connecting and disconnecting hoses, etc. When arriving at 
night or for awaiting berth, Masters are requested to use the 
recommended anchorage. However, if weather conditions permit, ships 
may unmoor at night. 

11. One terminal loading supervisor and 7 working men will stay 
aboard. 

12. Vessels are requested to have a pilot ladder long enough to reach 
the terminal's launch, rigged alongside the accommodation ladder, in 
order that the shore personnel may transfer to it after 2 m. or 3m. 

13. Being an open roadstead, vessels must keep engines on standby 
during their stay in the mooring. Steam must be kept on deck in case 
adjustments to anchor cables or mooring lines are found necessary. 

14. No ballast discharging facilities exist at the terminal. Vessels must 
arrive with necessary clean ballast. Brazilian laws are very strict with 
regard to the pollution of coastal waters and fines are heavy. 

15. Any puayeaes should also be immediately transmitted by radio 
telephone on Channel 16. When operating the vessel's and the 
Terminal's radiotelephones will remain to Channel 12, set apart for such 
use. 

16. Under no circumstances should vessels drop their anchors in the 
area between the sea buoys and the shore and the nearby submarine 
pipelines (North and South) from the oil production platforms. 
REMARKS: 

Non-compliance of just one of the above stated conditions (items 5, 
6, 8 and 14) could result in rejection of the ship as being unsuitable for 
this terminal. 


ARRIVAL: 

Mooring Turn: Arrival time is considered to be the time the vessel 
reaches the anchorage or the time the Mooring Master boards the 
vessel, whichever occurs first. However, Notice of Readiness will not 
be considered as the time of arrival unless the vessel is in all respects 
ready to load. Tankers are loaded in turn except when the Terminal 
Manager grants priority to a particular vessel out of turn, in special 
circumstances only. 


APPROACHES: As it is an open roadstead the access to the terminal 
can be easily and safely approached either from the N.N.E. or from the 
S.S.W. 

The shore line runs of 035°/215°. Between the Sergipe and Vaza- 
Barris Rivers the coast is almost a straight dune-covered sand beach 
which offers a very few notable natural landmarks. 

Tankers must be aware of the existence of 4 oil fields with fixed 
production platforms which constitute in themselves good marks. 
Marking the bar of the port of Aracaju, located about 5 miles N.W. of 
the terminal berth, is a light exhibited from a conical white frame- work 
tower enclosing a central cylinder, 41 m. high, with a range of 14 miles 
(international No. GO230). There is a radio-beacon at the local airport 
with signal letters AR (-—-—- ) transmitting continuously on 355 kHz. 
Its geographical co-ordinates are: Lat. 10°59'27"S., Long. 
37° 04' 22” W. Near to the terminal offices are 4 steel towers and a 
chimney of a natural gas plant. 


PILOTAGE: No Pilots exist in DTBASA/SE. All manoeuvres will be 
undertaken by the vessel's Master, with the help of a DTBASA/SE 
Mooring Master, who will board the vessel in the anchorage area and 
advise the Master on all operations such as mooring, connecting hoses, 
unmooring, loading, etc. It is important to emphasise that the services 
of the Mooring Master are afforded without charge and upon the express 
undertaking and condition that PETROBRAS shall not be liable for any 
damage or injury resulting from any advice, assistance or actions given 
or made by such Mooring Master. In the event it becomes necessary to 
disregard the Mooring Master's advice, in order to ensure safety of the 
vessel, the Master must forward a full written report of the circumstances 
for delivery to the Captain of the Port through the Terminal. It is the 
responsibility of the Master to notify the Mooring Master of any special 
conditions or peculiarities such as defective navigation equipment, 
tackle, gear or lack of necessary equipment which might impose hazards 
related to handling, mooring and loading the vessel. 

Vessel must be moored to entire satisfaction of the Mooring Master. 
The Mooring Master may require the vessel to unmoor at anytime he 
deems necessary for the safety of the vessel or mooring or both or for 
an infringement of terminal or port regulations. 

Unsatisfactory conditions will be reported to the Terminal 
Superintendent who is empowered to reject the ship unless the reported 
deficiencies have been remedied. 


ANCHORAGE: The advisable anchorage site either for awaiting berth 
or daylight is determined by the payne geographical co-ordinates: 
Lat. 11° 04.1’ S., Long. 36° 59.0’ W. Depth is 25 m. (82 ft.) MLWS. 

Occasionally Mooring Master will board arriving tankers whilst still 
underway nearby the anchorage area. This anchorage provides vessels 
with ready access to the berth. Holding ground in this area is very good, 
as the bottom is varied in character (mud and fine sand). It is 
recommended that vessels should stay at anchor for periods of not 
longer than 24 hours with the anchor in the same place, otherwise it will 
be difficult to heave up anchor. 
IMPORTANT: 

Under no circumstances should vessels drop their anchors in the area 
between the berth and the shore due to submarine pipe-lines. 


RESTRICTIONS: Mooring at the buoys will be effected in daytime only. 
Nevertheless loading and connecting hoses may sometimes be effected 
in night-time under certain conditions. 


MAX. SIZE: The berth is designed to accommodate tankers up to 65,000 
d.w.t., however, under favourable circumstances and vessel Master's 
discretion a 115,000 d.w.t. tanker has been moored. The ship's final 
draft is usually 15 m. (49 ft.). This draft will usually afford a safe bottom 
clearance 3 m. (10 ft.) even under the most severe sea conditions in 
which the loading operation is feasible. Depth is 18 m. (MLWS). 


ETA: Vessels bound for Aracaju or DTBASA/SE should advise their 
ETA 48 hours prior to arrival to radio station “PPS” (Official Coastal 
Radio Station) as well as to their Agent in Aracaju-SE (Cruz Irmaos & 
Cia.) whose cable address is Cruzirmaos, via the following coastal radio 
stations: Amaralina Radio (PPA) in Salvador — BA; Olinda Radio (PPO) 
in Recife — PE; or Rio Radio (PPR) in Rio de Janeiro-Ru. 

When vessel is within 50 miles of the terminal contact may also be 
made by VHF radiotelephone on Channel Delta/16 (156.8 MHz). The 
terminal keeps a 24 hour listening watch on this Channel. 


VHF: The radio and communication centre is located in the Oil Control 
Building. There is a VHF set operating 24 hours a day on Channel 16. 
Portable sets are taken aboard for the sake of safety and controlling the 
loading. No signal lamp (Aldis lamp) exists. 


TUGS: There are no tugs available to assist berthing and unberthing. 


BERTHING: The berth is of a conventional type, i.e., vessels are moored 
with two anchors ahead and synthetic mooring lines to the 6 sea buoys 
round the ship. 

Ships are loaded by means of a 26 in. diameter submarine pipe-line 
dividing into two strings of hoses (by a “T” piece) either of which will 
normally be picked up on the starboard side. The end of the submarine 
line is 3.8 miles off-shore in 18 m. of water. Both north and south strings 
are 10 in. and support a maximum pressure of 225 p.s.c. Only one string 
is connected to the ship The 10 in. hoses are connected to the ship's 
manifold, through a quick release connecting device, the flanges being 
of normal 10 in. ANSI pattern. 


BRAZIL 


MOORING: Vessels moor using both anchors forward with 2 lines to 
each buoy. 

Turnround: To promote the economical operation of the vessel, Masters 
are requested to co-operate with installation representative in minimising 
their in-port time. Any delays which are considered unnecessary or 
extensive should be reported to the loading Operating Supervisor so 
that corrective measures can be taken in due time. 

HOSES: There is a submarine pipe-line from shore installations direct 
to the terminal, which are divided into 2 flexible hoses long enough to 
reach the ship's manifold. Usually, only 1 hose is connected, of 10 in. 
diameter. The nominal loading rate is about 3,000 cu.m.p.h. (18,870 
bbis.p.h.). Shore labour used to connect hoses. Hoses are lifted on the 
starboard side. 

The Mooring Master will guide the terminal's workmen in lifting, 
connecting and lowering the hose. As soon as the vessel is Maciel 
moored, one of the strings of hoses must be lifted to the rail by ship's 
gear (crane or boom). Sundry hose securing and connecting equipment 
(strops, gaskets, quick-release device, etc.) will be supplied by the 
terminal and put aboard the ship soon after arrival. Hose will normally 
be lifted and connected on the starboard side. 

LOADING: At the beginning and during the loading operation tankers 
are requested to observe the following: 

(a) Pumping will not start without the ship's and Mooring Master's 

permission. 

(b) The max. allowed pressure established by the ship will be 
maintained. 

(c) During operations a constant lookout by responsible men is 
required on the moorings and in the manifold area to keep watch 
on the connections. 

Also see “Hoses”. 

MEDICAL: Medical treatment and/or hospitalisation, if required are 
provided at Aracaju private hospitals. Dentists are also available in 
Aracaju. Agent will make such arrangements. 

For emergency cases (injury etc.), Petrobras first aid may be 

requested by the Master. 
BALLAST: Vessels should arrive at DTBASA/SE with minimum clean 
ballast to enable manoeuvring under prevailing weather conditions. 
Masters are encouraged to take advantage of the favourable weather 
which prevails most of the time to minimise ballast. Early radio contact 
with the terminal must be established in order to obtain the latest weather 
information so that he can decide on appropriate ballast. The terminal 
is particularly interested in having vessels complete the deballasting 
operation promptly after berthing in order to minimise time at berth. 
Simultaneous loading and deballasting is encouraged on properly 
equipped vessels. Vessels requiring excessive time to complete the 
deballasting operation will be given Letters of Deficiency. 

To avoid any possible pollution of the local waters, all tankers calling 
at the terminal to load must do necessary tank cleaning prior to arrival. 
Before arriving at the loading berth Masters must assure themselves 
that all tanks, pipe-lines, and pumps are free of oil. All tank cleaning 
should be preferably done 50 miles off the Brazilian coast. The terminal 
does not have facilities to receive any significant amount of oily ballast. 
lf, after mooring a vessel is found to have oily ballast water aboard, it 
will be sent to sea to accomplish the necessary tank cleaning. A new 
Notice of Readiness to load must then be given. 

CARGO: The cargoes are called Sergipano Crude Oil of an average 
API 33, temp. 90°F., Plataforma Crude Oil of an average API 40.3, temp. 
90°F. or Carmopolis Crude Oil of an average AP! 23.4, temp. 90°F. 


No eae valk 

FRESH WATER: No water available. 

FUEL: No bunkers available at Aracaju Terminal. 

SURVEYORS: Petroleum Inspection: Petroleum inspectors are not 
available in Aracaju, but may be requested. 

Chas. Martin & Co., Rua da Lapa 200, conj. 906, 20.000 — Rio de 
Janeiro. Tel: 242-4219, 245-5636 and 225-3507. 

E. W. Saybolt & Co., Rua XV de Novembro 70, P.O.Box 826, Santos. 

Tel: 341984. Telex: (013) 1004. 
CUSTOMS ALLOWANCES: Brazilian Laws are strict with regard to 
smuggling, and Masters are requested to instruct their crew not to retain 
cigarettes in carton lots, cigars, tobacco, alcoholic drinks, drugs, 
souvenirs, etc. 

By no means will any commercial transactions be tolerated be it either 
among terminal employees, crew members or anyone else. 
AIRPORT: There is an airport at Aracaju. 

TIME: GMT minus 3 hours. 

pent he DISPOSAL: There is no garbage collection service available 
at the port. 

WASTE OIL DISPOSAL: There is no waste oil collection service 
available at the port. 

SEAMAN‘S CLUBS: None. 

CURRENCY: Cruzeiro. Money can be changed at Banco do Brasil SA. 
Tel: (079) 211-1300. 

WEATHER: Weather conditions: Local weather and sea conditions may 
be considered as fair for tanker operations. 

Rain: The annual precipitation averages 1,103 mm. April, May and 
June are the rainy season. 

Visibility: Usually the visibility condition in this area is fair, except 
during squalls. 

Temperature: Actual temperatures ranging one year from a Low of 
18.2°C in June to a high of 30.8°C in February. 

Pressure: The annual average atmospheric pressure is 1013.2 mb. 

Relative humidity: During most of the year the relative humidity of air 
is about 82%. 

Remarks: Weather forecasts as well as Notice to Mariners are 
transmitted by PWZ and PPR coastal radio stations. For details refer to 
Brazilian Navy H.O. publication (Radio Aids) DH.8. 

Winds and Waves: Winds blowing from shore to sea are practically non- 
existent. Those blowing from 040° to 160° counter-clockwise are not 
worth mentioning. From October to March Eastern winds will prevail 
(070° to 110°), and between May and August SE winds will prevail, 
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i.e. (120° to 160°). In April and September, winds will blow either from 
the East or the S.E. 78% of wind force will be about 2 and 4 on the 
Beaufort Scale. i.e. slight to moderate breeze. Seldom fresh gales (Force 
8) have been observed. 19.7% of periods of calm and the rest 2.3% is 
of light air occurences (Force 1 to 3). 

Essentially all waves near the Aracaju area are caused by the 
peeerer | local winds. However, the changeable periods in which they 
occur, when the waves will give the false impression to the swell. 60% 
of the recorded waves were between 0.5 m. to 0.9 m. high. During one 
full year period of observations the studies have demonstrated that only 
1.4% of the operational time, the terminal will be closed for tanker 
loading, periods in which the waves are equal or higher than 2 m. 
Currents: Currents recorded in the terminal area are made up of 
diversified and simultaneous causes acting in different grades of strength 
and combination. The causes were identified as being winds, tides, 
salinity and also temperatures, none of them was outstanding enough 
to be regarded as the final prevailing cause. The currents chiefly run 
parallel to the coast, but they do not vary greatly in set and drift. This 
lack of constancy affords evidence that it cannot be attributed to the 
Brazil current. Maximum recorded speed of current was one knot. It has 
been reported that upon N.E. winds and at ebb tides the current sets to 
S.S.W. with speeds higher than usual. 

Tides: The mean HW interval is 4 hours 46 minutes. Tidal velocity rarely 
exceeds 2 knots and the tidal range varies from 1.99 m. at Spring to 
1.05 m. At Neaps. 

GENERAL: 

Charts and Publications: (a) Brazilian Charts: 1003 and 1000 and 60 
(Brazilian Navy Hydrographic Office). 

(b) Foreign Charts: No. 24210 and 24211 of the US NOO and 
No. 1396, 3286 and 3977 of the H.D. (U.K.). 

(c) Brazilian HO publications: Sailing Directions DH 1-9, List of Lights 
DH 2, Radio Aids DH 8. 

No supply of charts, sailing directions or other publications are 
available in Aracaju, however if ordered in advance by Agent they may 
be obtained. 
ee Stores: Cigarettes, beverages or other goods are not available 
in Aracaju. 

Cash Advances: No cash advances are effected by the terminal. As a 
rule, the ship's agent will be able to handle this service when previously 
requested by radio. 

Classification Societies: In Aracaju, there are no A.B.S. or L.R. 
surveyors, however, they may come from Rio de Janeiro upon Agent's 
request. 

Consulates: No consular representatives exist in Aracaju. 

Lubricating Oil: Supplies of lubricating oil are expensive and available 
only in emergencies and in very small quantities. Purchase and delivery 
are difficult. 

Mail: There is regular Post Service in Aracaju. Letters should be sent 
care of the ship’s Agent. In turn, the letters will be delivered to the ship 
upon arrival. 

Provision and Stores: Limited. Provisions and stores are ordered 
through the ship's Agent or through shipchandlers in Aracaju. 

Radio and Radar Repairs: Small radar and radio repairs may be effected 
in Aracaju provided that prior notice has been given to ship's Agents. 
Agency: DTBASA/GESAL, Av. Melicio Machado, Km. 2, CEP 49037- 
440, Fries egal Brazil. Tel: (079) 243-1414 or 224-1451. 
AUTHORITY: Petroleo Brasileiro S.A. — PETROBRAS, Avenida 
Republica do Chile 65, Centro — Rio de Janeiro — 20.031-170 — Brazil. 

Divisao de Coordenacao e Programacao Operacional: Same address, 
“ hase 12th Floor (Co-Ordination and Operations Programming 

IviSiOon). 

Terminal: Dutos e Terminais da Bahia, Sergipe e Alagoas — DTBASA, 
Av. Melicio Machado, Km. 2, Aracaju, Sergipe, Brazil. CEP 49037-440. 
Tel: 079-243-2611. Telex: (0792) 127. FAX: (079) 243-1735 or 224-1451. 


FORNO: 22.58 S. 42.01 W. (See Plan) 


PORT LIMITS: The port is situated in Arraial do Cabo, on the North 

coast of the State of Rio de Janeiro, and its limits are comprised by: on 

the sea side, waters of the Anjos; the creek, and by the intersection of 

the mountain range with the foot of Fortaleza Hill. Its entrance is located 

in the alignment of the last point of Santa Cruz Street (Rua Santa Cruz), 

and on the opposite side, terminates at the shelter breakwater quay 

commencement point. 

APPROACHES: The access channel is 700m. wide, with a bar 
minimum depth 12 m.) between Cabo Frio and Ilha dos Porcos. 
ILOTAGE: Optional. 

ANCHORAGES: 


Forno Creek: Lat. 22° 58’ N., Long. 42° 01' W. Depth 8.0 m. — 14.0 m. 


Anjos Creek: Lat. 22° 58’ N., Long. 42° 01’ W. Depth 7.0 m. — 12.0 m. 
TUGS: Available from Rio de Janeiro or Macae on request by agent. 
BERTHING: Manoeuvring Basin: Depths of 12 m. — 13 m. available. 

Quay: Length 220m., depths up to 10m. for vessels up to 
30,000 d.w.t. 

Also see “Tankers”. 

CRANES: 3 jib cranes with a capacity of 5 — 6.3 tons. Other equipment 
includes 1x7 ton stacker truck and 1 tanker truck with 10,000 litres 


venoms 

FRESH WATER: 3 tanks, 1 <450 cu.m., 1x60 cu.m. and 1100 cu.m. 
Rate of delivery 20 t.p.h. 

FUEL: Available by road tanker. 

TANKERS: Caustic Soda: One tank with a capacity for storage of 
14,500 tons, used previously for molasses with a pipe system which 
extends up to the Dukes of Alba and which permits loading of vessels 
at the rate of 300 t.p.h.; there is a receiving bridge for the product when 
transported by lorries, and pumping houses. Not in use at present. 


232 


Liquid Bulk Cargo: Pipes located at the Dukes of Alba, used for receiving 
fuel oil for the Companhia Nacional de Alcalis, Esso Brasileira de 
Petroleo and Petrobras Distribuidora. The same berthing area is 
frequently used also for vessels carrying chemical products such as 
caustic soda intended for Dow Quimica S/A., whose bulk cargo is moved 
by pipe-line connected to the storage tank. 

REPAIRS: No facilities available. 

AIRPORT: Macae and Campos. 

TIME: GMT minus 3 hours. 

HOLIDAYS: ist May and 2nd November. No work possible on these 


days. 

GENERAL: Charts: Brazilian Charts No. 1503, 1505 and 1508. 
AUTHORITY: Porto do Forno, Rua Santa Cruz No. 15, 28.910 — Arraial 
do Cabo — RJ. Tel: (0246) 22-1105 and 22-1185. Contact: Gustavo 
Gurgulino de Souza, Director. 


FORTALEZA: (including Mucuripe), Ceara: 
03.41 S. 38.33 W. (See Plan) 


PORT LIMITS: From the end of the mole on a true bearing of 235° to 
the meridian of 38° 29.8’ W., thence to the coast. 
DOCUMENTS: See “General” before first port. 
PILOTAGE: By Associacao de Praticagem do Porto de Fortaleza. 
Address: Rua Dragao do Mar, 372. Tel: 212088. The Pilots board ships 
ree miles N.W. from the breakwater, call by International Code 
ignals. 
ilot may be ordered through the vessel's Agent or Fortaleza Radio 
(PPC). One hour before arrival specifying time of arrival and from which 
point the Pilot is required. 
ANCHORAGE: Vessels awaiting Pilot may anchor W.N.W. of the 
breakwater head, distance 0.5 miles. Water depth 32 ft. 
sed ph ag Access channel Length 1,000 m., width 100 m., depth 
m. 
MAX. SIZE: Up to 27 ft. draft depending on the tide. 
HEALTH: The inspection area for Port Health and the other authorities 
is within 1,430 m. of position Lat. 03° 42’ 24” S., Long. 38° 29’ 18” W. 

All ships must be visited by Port Health Inspector. If vessel has 
passengers in transit for another Brazilian port, another visit will be 
required at port where passengers disembark. If ship's health condition 
satisfactory, Inspector will give Free Pratique immediately. Radio 
pratique available if Master able to declare satisfactory health condition 
before arrival. Free Pratique is valid for subsequent ports in Brazil. 

If there is a crew member to be hospitalised, the Health Inspector will 
issue pass to hospital on request of Master or Agent who will be made 
responsible for all expenses incurred. 

Inoculations for International Certificates can only be given by an 
employee of the Port Health Authority. 

Ships are inspected by Custom House and Health personnel at the 
anchorage. 

VHF: Port Radio on Channels 9, 10, 13 and 16. 

TUGS: One tug 1,680 h.p. available. 

BERTHING: 1,054 m. of berthing length, depth 3.6 m. — 10.0 m. Berths 
for five vessels. One grain elevator, capacity 150 t.p.h. Four lighters 
available capacity up to 70 tons each. 

Berth No. 1. 106 m. long, 18 ft. deep. 

Berth No. 2. 150 m. long, 20 ft. deep. 

Berth No. 3. 170 m. long, 22 ft. deep. 

Berth No. 4. 530 m. long, 33 ft. deep. 

Berth No. 5. 160 m. long, 33 ft. deep. 

Vessels are advised to take a Pilot and use a tug if available due to 
the peculiar port variations. 

Vegetable oils can be loaded in drums, 18/20 t.p.h. or ex-barge at 

100/125 t.p.h. 
CRANES: A 100 ton floating crane is on order. 7 diesel cranes 9 ton - 
50 ton capacity. 5 electric cranes 3.5 tons — 12.5 tons capacity. No. 3 
Berth has a travelling suction tower with 2 tubes, operating at 120 t.p.h. 
TANKERS: Petrobras: Berthing platform length 90 m., width 28 m., 
depth 11.0 m. (1st phase), 12.0 m. (2nd phase). Capacity 34,000 g.r.t. 
(ist phase), 50,000 g.r.t. (2nd phase). Length of access bridge 853 m., 
width 3.7 m. 

Loading Lines (planned): 1 x 18 in. (crude); 1 x 16 in. (fuel oil); 1 12 in. 
(asphalt); 1x10 in. (diesel oil and Naphtha); 1x12 in. (petrol/alcoho)); 
1x12 in. (aviation kerosene); 1x12 in. (kerosene/diesel oil); 1X8 in. 
(LPG); 1x6in. (LPG vapour); 1x6in. (drinking water); 110 in. 
(ballast); 3x12 in. (not designated) and 1x4 in. (steam). 

Lines available (1st phase): 1x6 in. (drinking water); 18 in. (fire 
water line); 1x12in. (diesel/kerosene); 112 in. (petrol/alcohol) and 
1X16 in. (fuel oil/asphalt). 

FRESH WATER: 20 hydrants on the quay spaced 50 m. to 80 m. apart. 
Connections 2 in. Rate 20/30 t.p.h. 

FUEL: Boiler fuel available from 7 connections (6 in. and 8 in.), rate 
45 t.p.h., spaced along the quay. Diesel oil is available by road tanker. 
Also see “General” before first port. 

CONSULS: None at Fortaleza. 

REPAIRS: Two workshops available for machinery repairs. No 
electronic repairs possible. 

REPATRIATION: Can be arranged. 

AIRPORT: Only internal services from local airport. 
POLICE/AMBULANCE/FIRE: Maritime Police Tel: 
Ambulance 21.34.34 and 21.22.22; Fire 23.13.81. 
TELEPHONES: Available on board through the Ceara Dock Co. 
SHORE LEAVE: Allowed under control of Maritime Police. 


24.14.94; 


IDENTITY CARDS: Foreign crew members not permitted to go ashore 
without presentation of identity card, on which is a photograph of holder 
and personal details. These cards are provided by the Agent upon 
arrival. The identity card must be delivered on disembarkation to the 
Federal Police who will return it to the crew member on re-embarkation. 


SHIPMASTER’S REPORT: May 1992. 

Vessel: L.P.G. vessel. 171 m. LOA. 

Charts: B.A.Charts No. 3957 and 526. 

Approach: Pta. Mucuripe shows up well on radar, and the City of 
Fortaleza is very prominent by day and night. 

Fortaleza Light (Gp.FI.2) is not easily visible, due to the backdrop of 
lights. The black and white lighthouse is prominent by day. 

Two intense white flashing lights on TV Towers in approx. position 
Lat. 03° 45’ S., Long. 38° 30’ W., in the Southern part of the city are very 
conspicuous over 20 miles away, from the N.W. 

The green (FI.3) light on the breakwater head is not easily seen, due 
to the backdrop of lights from the shore. 

Care should be taken when approaching Buoys No. 1 and 2 near the 
breakwater, as a very strong onshore set is experienced. We nearly got 
into difficulties and Pilots report this is usual with ships being set down 
onto the shoaling ground. 

Buoy No. 7 on B.A.Chart No. 526 (03° 43’ S., 38° 28.3’ W.) is no 
longer in existence. 

Pilot: Entry and departure throughout 24 hours for all ships in virtually 
any weather. Pilot on VHF Channels 16 and 10. Pilot speaks reasonable 
English and seems competent. 

ilot boards from small red launch 0.5 miles N.W. of breakwater. 
Notice required 2 hours prior to arrival and departure (by Agent). 

We berthed at 0300 hrs. and managed to make contact on VHF when 
about 20 miles away. 

Reporting: Brazilian Reporting System as detailed in ALRS Vol. 1 is 
mandatory. The Harbour Master requires copies of messages sent. 
Anchorage: As per B.A.Chart No. 526 for deep-draft vessels. The 
anchorage was very exposed. We observed vessels anchored with S.E. 
winds at Force 5 with large ground swell. 

Tugs: Two low powered tugs available. They are used for pushing at 
the oil pier. 

On the general wharf they were observed using ship's lines to pull 
vessel off berth. 

Entry: For all berths, enter between Buoys No. 1 and 2 as per B.A.Chart 
No. 526, and additionally for general cargo wharf, between Buoys No. 3 
and 4. 
Berths: For tankers, the Elbow Jetty is used, with 2 berths, East and 
West. 

The Western berth takes vessels up to 250 m. in length with maximum 
draft of 10.5 m., although one pilot reported he had taken 11.0 m. draft 
alongside. 

The Eastern berth is for small vessels only, due to less water and 
difficulty of leaving with low powered tugs. 

The alongside loading platform is 90m. in length, with mooring 
dolphins North and South. 

Moorings: One mooring boat and pilot boat used for mooring. There are 
good fenders (large tractor tyres). 

We moored with 4 lines and 2 springs each end. 

Starboard anchor dropped to 2 shackles off the West berth. 

Always berth head South (port side too on West berth). 

Berthing tends to be slow due to wind and low tug power. 

Wind generally from S.E. to South throughout year. 

Cargo: Berth handles LPG for cooking fuel and refined products for local 
area. LPG spheres are about 3.5 km. away. Only heated discharge to 
25 spheres. LPG, both butane and propane at +5°C with booster pump. 
We managed 120 t.p.h. at 10 bar back pressure which Petrobras said 
was very good. We used 4 in. flexi-hose suspended from gantry. 

Very poor contact with Terminal once discharge commences. 

No change over time between products. 

Survey by SGS. They made many mistakes in figures inwards and 

outwards. 
General: Authorities: No problems. We prepared just about every form. 
We did not require Currency List or full Stores List. Stores must contain 
general consumables like paint and videos. Documents required were 
as follows: 12 copies Personal Effects List, 6 copies Stores/Bond List, 
11 copies Crew List, 1 copy ‘Nil’ Arms and Ammunition, 1 copy Drugs 
in Hospital (Dangerous only), 1 copy ‘Nil’ Passenger List, 1 copy 
Vaccination List, 6 copies Cargo Manifest, 1 photocopy of 1.0.P.P. 
Certificate for Harbour Master, 3 copies Ship's Particulars, Copies of 
Messages to SISCONTRAMS Position System. 

We proceeded to Recife after Fortaleza and Transit ‘Rider’ was issued. 
ree water: Obtainable through meter from pier at 15 t.p.h. Ship's hoses 
used. 

Stores: Shipchandler SERVMAR (ISSA) fair and prices reasonable, 
especially for meat. Imported items very expensive. Store truck allowed 
to corner of ‘elbow’ on oil pier, about 500 m. from ship's side. 
’ aa has a gang of men and hand trucks to transport to ship's 
side. 
pookiags eg We received AWB by DHL (large number of charts) in 3 days 
‘om U.K. 
Medical: Comprehensive, but only Portuguese spoken and reports in 
Portuguese. Agent did his best to translate. 
Shore Leave: Beware of contact with police. One young seaman 
onan off on his own and lost U.S.$ 300 and was beaten up by 
police. 
Gangway: Ship's amidships accommodation gangway can be landed 
on jetty. 


AUTHORITY: Companhia Docas do Ceara, Praca Amigos da Marinha 
Esplanada do Mucuripe, C.P. 1099, 60.000 Forteleza-CE. 
Tel: 224.20.33. Contact: Livio Silva de France, Director/President. 


BRAZIL 


ILHEUS (Malhado): 14.47 S. 39.02 W. (See Plan) 


PORT LIMITS: The Portis limited by the line which goes from the estuary 
of the river Almada to the llheu Grande, and then as far as the Southem 
end of the Sororocas Parcel. 

From there towards the Pernambuco Morro, and then going along the 
Pontal Coast towards the Airfield, and from this point to the Southern 
extremity of the Island of Frades, and then turning towards Pedra Point, 
and going from there following the left bank of the River Cachoeira, then 
continuing along the coast to the estuary of the River Almada. 
DOCUMENTS: See “General” before first port. 

PILOTAGE: Pilotage is controlled by the Captaincy of the Port. It is 
compulsory for foreign vessels of any large tonnage; for oil tankers; for 
propane carriers; for vessels of any size carrying explosives and for 
chartered, oceangoing tug boats, whether Brazilian or foreign, that are 
not captained by a Brazilian officer or that do not include in their crew 
a Brazilian officer of the category of Nautical Officer or Master of Short- 
haul Cabotage. The Pilotage zone goes from the llheu Grande 
anchorage ground, marked on Chart No. 1201 of the DHN, to final 
berthing place. 

Request for Pilot: The request for a Pilot must be made with at least 
4 hours’ advance notice. Pilot service in Ilheus is provided by the Pilots 
Association of llheus, with offices in the Cidade de Ilheus Building — 
Room 705 — Tel: (073) 231-5711. Fax: (073) 231-8439. 
ANCHORAGE: Marked on charts (DHN Chart No. 1201). 

Normal Anchorage: At the beginning of the access channel, with a depth 
of 12m. Anchoring in the 100 m. stretch along the Wharf and in the 
Access Channel is forbidden. 

Quarantine Anchorage: An area of 500 yards radius with its central point 
located at Lat. 14° 45’ 30” S., Long. 39° 01’ 00” W. 

RESTRICTIONS: Access Channel: Length 1,000 m., width 200 m., 
depth 10 m. 

Manoeuvring Basin: Length 560 m., width 200 m., depth 10 m. 
Navigation Dangers: The passage between the Itaipins reefs and the 
lIhote de Itapitanga should be avoided. When sailing South of the Parcel 
das Sororocas, the IIlheus Lighthouse should no be sighted at less than 
270° until the Ilhote de Ipitanga/IIheu Grande line has been crossed. 
HEALTH: Port doctor visits all ships on arrival and requires Maritime 
Declaration of Health, Derat Certificate, 2 Crew Lists. Vessels from 
another Brazilian port automatically receive Free Pratique and should 
not fly Quarantine Flag. If suspected disease or fever on board it is 
advisable to cable Agent before arrival. Vessels can receive Pratique at 
any time. 

TUGS: Available. 

BERTHING: There is a total of 432.5 m. of quay available (3 berths), 
depth alongside 10m. The wharf extends 110m. West from the 
breakwater. Loading rates for bagged cargo of cocoa and coffee 
approximately 30/45 t.p.h. per gang. Discharge of bulk wheat by grab. 
Tankers moor partially off the quay to a stern buoy. 

PORT EQUIPMENT: 1x24 ton P & H mobile crane(not working); 1 
bucket loader of 1.6 cu.m., 1 bucket loader of 1.25 cu.m., 2 portal cranes 
of 6.3 tons and 3 portal cranes of 3.2 tons; 25 fork-lift trucks of 2 tons 
— 3 tons capacity and 1 = 30 tons for full containers. 

STEVEDORES: Arranged by Agent. 

MEDICAL: All facilities available. If doctor needed on arrival or making 
emergency call to land sick persons, cable ETA 12 hours before arrival. 
TANKERS: Almirante Jeronimo Goncalves Terminal owned by Frota 
National de Petroleiros. Buoy mooring. (Pipe-line 12 in. x 2,600 m.). 

LPG/LNG handled at Berth No. 102 of the Commercial Wharf. 

FRESH WATER: Available. Rate 8 cu.m.p.h. 

FUEL: Supplied by Petrobras road tankers. 

CONSULS: Portugal (others at Salvador). 

REPAIRS: Workshop belonging to Port Administration. Minor repairs 
only. 

WATCHMEN: Compulsory. 

HATCHES: By stevedores. 

CUSTOMS ALLOWANCES: Only sufficient tobacco for daily use. No 
alcohol to be taken ashore. 

REPATRIATION: Can be arranged via Rio de Janeiro and Brasilia. 
AIRPORT: Situated at Pontal, 3 km. from the port. 

TIME: GMT minus 3 hours. 

HOLIDAYS: National: 1st January, 21st April, 1st May, 7th September, 
12th October, 15th November, 25th December. 

Municipal: Fixed: 23rd April, 28th June, 2nd July, 15th August. 
Movable: Good Friday and Corpus Christi. 

Traditional: Movable: Carnival — Tuesday (Mardi Gras) and Ash 
Wednesday. 

Fixed: 2nd November, 24th June. 
POLICE/FIRE/AMBULANCE: Police tel. 
(Regional Hospital). 

TELEPHONES: No connection to vessels can be made. 

SERVICES: Diving service available. 

SHORE LEAVE: Allowed with identity card. 

IDENTIFICATION CARDS: Necessary to go ashore. 

GARBAGE DISPOSAL: Collection service is made by the local town 
hall. Two containers and some drums are available alongside the quay, 
where the garbage should be placed. There is no charge for this service, 
which may be used 24 hours a day. 

WASTE OIL DISPOSAL: When service required Petrobras should be 
contacted. Tel: (073) 231-1058 

SEAMAN’S CLUBS: All information is available at the Port Captain's 
office in lIheus(Ba.) Rua Major Homem Del Rey, 216 Cidade Nova, 
llheus, Bahia, Brasil 45.660. Tel: (073) 231-2912. 

CURRENCY: Cruzeiro (Cr$). 


SHIPMASTER’S REPORT: December 1982 

Pilotage: Pilot is ordered by vessel's Agent and can be confirmed by 
VHF on Channel 16. 

Tugs: Two tugs available (one of 125 h.p. and the other 130 h.p.) assist 
when going alongside. 


2530; Ambulance 3274 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Berthing: The pilot boat also assists in bringing the lines ashore. There 
is a total of 432.5 m. of quay available. Tankers and also general cargo 
vessels sometimes moor partially off the quay to a stern buoy. 


AUTHORITY: Port of Ilheus (PORTIL), Avenida Almirante Aurelio 
Linhares No. 432, llheus, Bahia, Brazil, Zip 4560 . Tel: (073) 231-3318, 
231-3173. 231-1962 (Management). Telex: 732118. FAX: (073) 231- 
1300. Contact: Flavio Martins Pimentel, Port Manager. 


IMBITUBA: 28.13 S. 48.38 W. 


DOCUMENTS: See “General” before first port. 

PILOTAGE: Compulsory. Pilot ordered by ship’s Agent. The Pilots have 
a launch with VHF equipment which is normally moored within the port 
and can be contacted on VHF Channel 16. The point for awaiting the 
Pilot is in the anchorage, in the outer part of the port, (Chart 1.908 of 
the Directorate of Hydrography and Navigation). 

ANCHORAGE: The anchorage, near the port, is on the alignment Silo- 
Ponta da Ribanceira, with a depth of 12m., and sand bottom. It is 
sheltered from South, North and West winds, but not so from Easterly 


winds. 

RESTRICTIONS: The port is situated in an open inlet, with a width of 
approximately 3,000 m., but presenting in its external area the shallow 
water characteristic of the Rocks of Imbituba, with the lowest depth of 
8.7 m., and the Rocks of Aracaju, with the lowest depth of 6.9 m. The 
sea above the rocks is normally shallow, and it is dangerous to 
navigation, even for vessels of small draft. 

. SIZE: There is no major restriction with regard to the length of 
vessels. The manoeuvring basin, inside the port, is 315 m. long and 
more than 10 m. deep. Vessels of a length of 200 m. operate normally. 
Max. draft 31 ft. 

HEALTH: See “Itajai”. 

RADIO: Messages from vessels for Agents or from the latter to vessels 
must be sent via the EMBRATEL, which has Coastal Stations at Laguna 
and Florianopolis. 

VHF: Port Authority on Channel 16. 

TUGS: One tug, “Mar de Espanha”, length 28 m., beam 8.3 m., draft 
3.7m., displacement 276 tons and power 1,680 h.p. It has VHF 
bs ull and its use is advisable when berthing and unberthing. 


(See Plan) 


Depth Max. Size of Vessel Approx. 

Berth Length alongside Length Beam Draft d.w.t 

(No.) (m.) (m.) (m.) (m.) (m.) (Tons) 

101 200 9.5 190 28.0 9.5 38,000 

201 108 9.5 150 22.0 9.5 15,000 

301 250 10.0 220 28.0 9.5 60,000 
401 24 8.0 Ro-Ro Vessels particulars 


Berth 101 is used for shipment of coal. 

Berth 201 for general cargo, is an extension of Berth 101. 

Berth 301 for bulk cargo and general cargo. 

Berth 401 is a Ro-Ro terminal. 

CARGO HANDLING FACILITIES: Berth 101: A conveyor system with 
loading capacity of 350 t.p.h. and a shoot system (8,000 tons) with two 
grab cranes. This system has a capacity of loading of 500 t.p.h., giving 
a total nominal loading capacity of 850 t.p.h. of coal. 

Berth 201: Uses derrick or ship's cranes, with the possibility of 
assistance from port cranes. 

Installations for unloading and storage of bulk liquid caustic soda are 
available at Berths 101 and 201. 

Berth 301: A continuous shiploader for coal at 1,000 t.p.h. and a multi- 
purpose crane with 16 tons capacity for bulk and Pareny cargo handling. 
Installation for loading phosphoric acid at rate of 400 t.p.h. is available. 
CRANES: 2x8 tons electric rail-mounted grab cranes, 28.2 ton diesel 
crawler grab cranes and 116 ton electric rail-mounted multi-purpose 
crane. 

STEVEDORES: Stevedoring service is carried out by port employees, 
with the addition per shift of personnel of the Imbituba Union of 
Stevedores, Imbituba and Laguna loading and discharge tallymen, 
Imbituba trimmers and workers in the Port Services of Imbituba. Worki 
is 24 hours a day every day in the port, with the following shi 
arrangement: 
By Day: Common day work from 0730 hrs. to 1100 hrs., lunch from 
1100 hrs. to 1230 hrs., common day work 1230 hrs. to 1630 hrs.; first 
pina from 1630 hrs. to 1830 hrs., 2nd extension from 1830 hrs. to 
rs. 
By Night: Common night work from 1900 hrs. to 2300 hrs., meal break 
from 2300 hrs. to 2400 hrs., common night work from 0000 hrs. to 
0400 hrs., 1st extension from 0400 hrs. to 0600 hrs., 2nd extension from 
0600 hrs. to 0700 hrs. 

It is necessary to make a prior agreement between the Master of the 
vessel and the Agent to ensure the necessary number of shifts, and the 
availability of other resources for loading or unloading. 

MEDICAL: The Agent must be advised in advance as to the need for 
medical assistance. Imbituba has a hospital with 100 beds. Specialised 
medical assistance is available in Tubarao (45 km.) Criciuma (100 km.) 
and Florianopolis (100 km.), from the port on national highway BR 101. 
DENSITY: 1025. 

FRESH WATER: Fresh water supplied from hydrants on quays. Rate 
of delivery is 10 t.p.h. 

re Various grades of gas oil and diesel can be supplied by road 
vehicles. 

CONSULS: At Florianopolis and Porto Alegre. 

REPAIRS: Some types of deck and engine-room repairs are possible. 
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SURVEYORS: Ship Surveyors available locally. 
WATCHMEN: de pee A 
OPENING/CLOSING HATCHES: Normally by ship's crew. 

REFUSE COLLECTION: Drums on Berths No. 1 and 2. There is no 
refuse collection on Berths No. 3 and 4. 

AIRPORT: At Florianopolis, 100 km. away from the port, where regular 
scheduled flights are handled. 

TIME: GMT minus 3 hours. 

HOLIDAYS: National: 1st January, 21st April, 1st May, 7th September, 
12th October, 15th November, 25th December. 

Municipal: 21st June, 2nd November, 8th December. 

Movable: Good Friday and Corpus Christi. 
POLICE/AMBULANCE/FIRE: Police call 550099, ambulance available 
in the harbour area and fire call 193. 

EMERGENCY CO-ORDINATION CENTRE: Delemar 
Tel. 550276. (Local station of Brazilian Navy.). 


SHIPMASTER’S REPORT: October 1992. 

Ro/Ro Berth: The vessel was to load buses having the following 
dimensions: Length 13.0 m., width 3.75 m., under-clearance between 
road and body 0.60 m. 

Owing to the height of the Ro/Ro berth being 0.50 m. at high water, 
and the position of the vessel's starboard stern ramp being at 10.85 m. 
from the keel, the vessel could not load the buses. 

If the Master has an idea about the height of the quay, the vessel will 
lie at, then the planning about cargo operations becomes simpler. 


AUTHORITY: Companhia Docas de Imbituba, Av. Graca Aranha, 226- 
8° Andar, Castelo, Rio de Janeiro, CEP 20030, Brazil. Te/: (021) 
2404445. Telex: (021) 23568 EACB BR. Cables: Imbitubadocas. 

At Imbituba: Av. Presidente Getulio Vargas S/N, Imbituba, 
Sta. Catarina, Brazil, CEP 88780. Tel: (0482) 550080. Telex: 
(0482) 421 DOIM BR. FAX: (0482) 55 0701. Contact: Port Manager. 


Imbituba 


ITAJAI: 26.54 S. 48.39 W. 


DOCUMENTS: See “General” before first port. 
PILOTAGE: Compulsory. To await or to receive Pilot, anchor from 
0.5 to 2 miles East of South Breakwater. 

Pilot Service has VHF Radio; telegrams can also be addressed to 
Pilots Service in Itajai (Servico de Praticagem-ltajai), but customary to 
send all advices to Pilot Service via Agents. Call Pilot on VHF Channel 
16 on arrival. 

Pilot Service has 2 launches painted red with a “P” on side and on 
funnel. Launches always anchored inside port. In case of bad weather, 
vessel must wait for instructions in Porto Belo Bay, South of this port, 
and in case of bad weather on sailing, if impossible to disembark Pilot 
in entrance of bar, must be done in Porto Belo Bay. 

ANCHORAGE: Waiting anchorage situated in Enseada de Cabecudas, 
up to 2 miles distant from South Light, depth of 9m. in position 
Lat. 26° 55’ S., Long. 48° 37’ W. 

RESTRICTIONS: Vessels can enter or sail at any tide with a max. draft 
of 24 ft. Vessels with a length over 165 m. can enter and sail in daylight 
only. Tanker movements in daylight only. Max. speed allowed in the 
access channel is 5 knots. 

Depths: Depth at Bar — 8.5 m. Access Channel — width 100 m., depth 
8.0 m. Manoeuvring Basin — width 250 m., depth 8.0 m. 

Also see ‘Shipmaster's Report” dated November 1993. 

MAX. SIZE: Max. length 220 m. for dry cargo vessels. For tankers, 
max. length 160 m. 

HEALTH: When coming from abroad, vessel will be visited by Health 
Authorities, who issue Free Pratique after inspection. When coming from 
another Brazilian port, Free Pratique issued in previous port is sufficient. 
This document must stay on board, to be presented in subsequent ports. 
In case of sickness on board, after receiving Free Pratique, must contact 
Agent who notifies Health Service. 

RADIO: For telegrams (radio) direct from vessel to Agent, or vice-versa, 
Departamento de Correios e Telegrafos radio station in Itajai, Santos or 
Florianopolis, with prefixes: Santos PPS, Florianopolis PTC, Itajai PCC. 
TUGS: “Anapolis” (1,680 h.p.), “Afonso” (1,820h.p.) and “Caribe” 
(1,820 pee 

BERTHING: Previous communication required. Priority is given to full 
container vessels and Ro-Ro (2 berths) and reefer vessels (1 berth). 
Length at quay, 740 m., depth alongside 8 m. 


Storage: 

Warehouse AZ-1 Capacity 33,500 cu.m. 
Warehouse AZ-2 Capacity 53,500 cu.m. 
Warehouse AZ-3 Capacity 33,500 cu.m. 

Refrigerated Warehouse: Capacity 4,700 cu.m. (Closed 1993). 

Open Storage: 36,000 sq.m. (paved area). 

Oil Storage: 23 Tanks. 14,060 cu.m. (petrol); 6,988 cu.m. (diesel oil); 
941 cu.m. (Paraffin); 6,686 cu.m. (fuel oil). 28 Gas Tanks — 3,112 cu.m. 

Chemical Products: Sodium Sulphate — 6,000 tons, Caustic Soda 
(Dow Chemicals) — 12,000 tons. 

Equipment: Stacker Trucks: 13x1.8tons, 11x3tons, 43.5 tons, 
2x5 tons, 8x7 tons, 1x12 tons and 337 tons for containers. 

Trucks (Private): 1x30tons, 3x25tons, 14x tons, 1%10 tons, 
1x2ton, 2x2.5tons, 2x90h.p. tractors, 1x7Oh.p. tractor and 
1x52 h.p. tractor. 

CRANES: 1x20 tons mobile crane for containers and 21.5 tons, 
1x4 tons, 1x5 tons and 43.2 tons Portal cranes. 

MEDICAL: In urgent cases, advise Agent requirements in advance. 
Hospital available (573 beds). Normally no special vaccination required, 
nor presentation of certificates. 

DENSITY: During low tide whole port is influenced by fresh water of 
River Itajai — Acu, situation changing completely at high tides. 


(See Plan) 


STEVEDORES: When vessel arrives in morning, advisable that Master 
advises in advance number of gangs he will need so that Agency can 
make arrangements. 

When discharging dry bulk cargo (grain or salt) trucks with special 
equipment used. 

Average for loading: (a) Timber 240 tons/gang day. (b) General Car: 
300 tons/gang day. (c) Bags and Tobacco 200 tons/gang day. (d) Reefer 
150 tons/day gang. (e) Containers 15 TEU/gang hour. 

For discharging: (a) General Cargo 220 tons/gang day. (b) Bulk 240 
tons/gang oe 

Hours as follows: 0700 to 1100hrs.; 1230 to 1630 hrs.; 1900 to 
0100 hrs., except container vessels and Ro-Ro, 1900 to 0600 hrs. 
TANKERS: 5 private oil terminals where vessels 155 m. length and 22 ft. 
draft discharge. 

Shell Terminal: 

Fuel oil 10 in. for discharging 8 in. for loading. 

Diesel 6 in. for discharging 4 in. for loading. 

Gasoline 6 in. for discharging. 

Kerosene 6 in. for discharging. 

Esso Terminal: 

Fuel oil 8 in. for discharging 4 in. for loading. 

Diesel oil 6 in. for discharging 4 in. for loading. 

Gasoline 6 in. for discharging. 

Kerosene 4 in. for discharging. 

Atlantic Terminal: 

Diesel 6 in. for discharging. 

Gasoline 6 in. for discharging. 

Kerosene 6 in. for discharging. 

Ipiranga Terminal: 

Diesel 6 in. for discharging. 

Gasoline 6 in. for discharging. 

Kerosene 6 in. for discharging. 

Heliogas Terminal: 

Gas 6 in. for discharging liquid 4 in. for discharging vapour. 

FRESH WATER: Available, supplied direct by hydrants (13 <3 in.) along 
qe: Average supply 10 cu.m.p.h. 

FUEL: No bunkering facilities in the port. Small quantities can be 
rr by truck. See “General” before first port. 

CONSULS: Argentina, Chile, Finland and Sweden. 

REPAIRS: Almost all repairs on engines or deck possible. 
SURVEYORS: Det Norske Veritas, Lloyd's Register, Bureau Veritas and 
Germanischer Lloyd have local representatives. Independent marine 
surveyors are also available. 

WATCHMEN ON GANGWAY: Not compulsory, but recommended. 
OPENING/CLOSING HATCHES: By stevedores. 

CUSTOMS ALLOWANCES: Customs can liberate one or two cartons 
of cigarettes and one or two bottles of spirits, dependant on time vessel 
remains in port. 

REPATRIATION: Repatriation, normally made by Agents via Rio de 
Janeiro and/or Sao Paulo. 

AIRPORT: Situated about 10 km. from port. Daily regular flights to Sao 
Paulo, Porto Alegre, and Rio de Janeiro by Varig and Rio Sul Airlines. 
TIME: 2nd Mar. — 30th Nov. GMT minus 3 hours. 1st Dec. — 1st Mar. 
GMT minus 2 hours. 

HOLIDAYS: New Year's Day (January 1st); Good Friday; Tiradentes 
(April 21st); Labour Day (May 1st); Foundation of Itajai (June 15th); 
Independence Day (September 7th); Aparecida Holy Lady (October 
12th); Corpus Christi; Proclamation of the Republic (November 15th); 
Christmas Day (December 25th). 

Regional Holidays: June 6th and December 8th. 
POLICE/AMBULANCE/JFIRE: Police 440123; Ambulance 443811; 
Fire See oc 193. 

TELEPHONES: There are no facilities for placing telephones on board. 
IDENTITY CARDS: Foreign crew members not permitted to go ashore 
without presentation of identity card, on which is a photograph of holder 
and personal details. These cards are provided by the Agent upon 
arrival. The identity card must be delivered on disembarkation to the 
Federal Police who will return it to the crew member on re-embarkation. 
GARBAGE DISPOSAL: Collection service is available daily and is free. 
Service provided by City Hall. 

WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS: None. 

CURRENCY: Cruzeiro. There are no currency exchange restrictions for 
seafarers. 


SHIPMASTER’S REPORT: November 1993. 
Restrictions: Actual maximum draft allowed by Port Authority and Pilot 
is 24 ft. at any time, and 26 ft. at high tide, due to a minimum of water 
at the Entrance Bar, close to the breakwater. 
Berthing: Depths at Manoeuvring Basin and at all berths are given as 
26 ft., but in reality there is less water. 
Berth No. 1: 7.6 m. 
Berth No. 2: 7.4 m., with a minimum of 7.1 m. in the corner. 
Berth No. 3: 7.3 m. 
4 Wg were aground at low tide at Berth No. 2 with 7.6 m. maximum 
raft. 

Height of tide is sometimes very different from the Admiralty Tide 
Tables, and subject to variable and unpredictable rising and falling of 
the river. On this visit, | observed a difference of 0.6 m. between the 
2 subsequent low tides when the Admiralty Tide Tables gave only 0.1 m. 

Vessels, expecting to have 24 ft. draft or more at any berth, must take 
great care with the tide and the clearance under the keel. 


AUTHORITY: Cia. Docas do Estado de Sao Paulo — Administracao do 
Porto de Itajai— API., Av. Cel. Eugenio Muller, 622, P.O.Box 244, 88.300 
ltajai— SC. Tel: (0473) 44-0722 (23 lines). Telex: (0473) 121. FAX: (0473) 
440512. Contact: Marcelo Werner Salles, Port Director. 

Port Captain: Av. Cel. Eugenio Muller, 106. Tel: 44-2435. 


BRAZIL 


LAGUNA: 28.30 S. 48.46 W. (See Plan) 


LOCATION: The port is situated in the State of Santa Catarina on the 
left bank of the connecting channel of the Lake of Santo Antonio with 
the Atlantic Ocean. 
APPROACHES: The area is covered by D.H.N. Chart No. 1901. The 
access channel is 1,300 m. long, 80 m. wide and 6.2 m. depth. Tidal 
range 0.84 m. 
PILOTAGE: Compulsory. Tel: (0486) 440075. 
ANCHORAGE: Recommended anchorage is at the entrance off the bar. 
BERTHING: The manoeuvring basin measures 300 m. x 120 m., with 
a depth of 5.0 m. The quay is 300 m. long, depth alongside 5.0 m. Port 
used by fishing vessels only. 
Freezer Installations: \ce Factory. Capacity 50 tons/day. Ice Garner 
capacity 100 tons. Freezing Tunnel (2) with capacity of 48 tons/day at 
—35°C. Freezer Capacity 800 tons at —30°C. Waiting Freezer. Capacity 
160 tons at —2°C. 
EQUIPMENT: 1 Electric Crane with capacity of 1.0 ton. 1 fish and ice 
separator machine. 
FRESH WATER: 715,000 litres capacity reservoirs. 
FUEL: Diesel oil available. 3 storage tanks. 
REPAIRS: Workshop for repairs in the port area. 
AIRPORT: Nearest commercial airport is at Florianopolis, 130 km. away. 
HOLIDAYS: In addition to National holidays, local holidays are 2nd 
February, 13th June and 18th June. 
GARBAGE DISPOSAL: There is a garbage collection service 
sponsored by the City Hall, and its cost is paid by the Port in the public 
taxes. The garbage is collected once a day. 
WASTE OIL DISPOSAL: No service available. 
SEAMAN'‘S CLUBS: None. 
CURRENCY: Cruzeiro (CR.). The American dollar is also accepted 
almost everywhere, or can be exchanged at the local banks. 
AUTHORITY: Administracao do Porto de Laguna, Avenida Getulio 
Vargas 728, P.O.Box 39, 88790 Laguna, Santa Catarina, Brazil. 
Tel: (0486) 440183. FAX: (0486) 440536. Contact: Eng.Marcelo Werner 
Salles, Port Administrator. 

Port Captain: Avenida Brito Peixoto 72, Laguna. Tel: 440196. 


MACEIO: 09.40 S. 35.44 W. (See Plan) 


PORT LIMITS: Limited to the North by the shore, to the South by the 
mole, to the West by the Atlantic Ocean and to the East by the access 
mole (Lat. 09° 41’ S., Long. 35° 44’ W.). The Marine terminal of Salgema 
(Lat. 09° 41’ S., Long. 35° 46’ W.) is located between the beaches of 
Trapiche and Ouricuri where can be seen the distinctive cylindrical tanks 
for storage of the products of Salgema Industrias Quimicas S/A. There 
is a mole emerging from Trapiche beach extending seawards 145°, for 
about 1,000 m., and at the end of which is a quay. From the mole and 
extending Southwards is a submarine pipe-line for disposal of residues 
from the terminal. 

The Sugar Institute (IAA) accepts Notice of Readiness only after 
having been signed by Surveyor to the effect that holds are in all respects 
ready to receive cargo. 

DOCUMENTS: See “General” before first port. 

Port Health, Customs and Maritime Police board vessels alongside. 
However vessels from Eastern bloc countries are boarded at the 
anchorage. 

PILOTAGE: Compulsory. A request for a Pilot can be made via the 
ship's Agent, 12 hours in advance, specifying the time of entry of the 
vessel, and from which point pilotage is required, via radio station 
Amaralina (PPA) or Olinda (PPO). The Pilot boards and leaves vessels 
0.5 miles to the West of the Peixe-Pau Buoy and 1 mile from the mole 
light. 

Pilots’ Association: Rua Sa e Albuquerque No.467-Room 17, Jaragua- 
Maceio-AL. Tel: 223-2203 and VHF radio on Channels 9, 13, 14 and 16. 
Listening Channel is 16. Vessels may anchor off Peixe-Pau Buoy in bad 
weather. 

ANCHORAGES: Vessels anchor outside the area marked as 
“Anchoring forbidden” on the Chart 901 of the DHN. 

Quarantine Anchorage: To the seaward of the Peixe-Pau Buoy. 

Vessels are not permitted to anchor in the port basin. 
RESTRICTIONS: Max. permitted speed between the Peixe-Pau Buoy 
and the port is 6 knots. 

No restrictions on length. On approaching the port attention must be 
paid to the shallows existing to the N.W. of the Peixe-Pau. The average 
depth is from 10 m. to 15m. Vessels may enter day and night. Pilot 
refuses to berth tankers after nightfall. 

MAX. SIZE: Vessels have loaded up to 33 ft. draft. 

HEALTH: No Health Authorities board vessel. In event of suspected 
disease or fever on board, advise Agent by cable so that Port Authority 
may take sopra action. 

Lays Radio Olinda (Recife), call sign PPO. Radio Salvador, call sign 

PA. 

TUGS: One tug available, bollard pull 20 tons. 
BERTHING: 6 Berths (4 for general cargo and 2 for sugar) available 
day and night, weather permitting. 

Sugar Terminal: Facilities for loading bulk molasses. Projected loading 
capacity 1,000 t.p.h. of bulk sugar, 300 t.p.h. molasses. 

Sugar Wharf: 250 m. length. General cargo wharf 500 m. length. 
Depth alongside 33 ft. 

One quay for loading the products of Salgema Industrias Quimicas 
S/A (Maritime Terminal of Salgema). This quay is located at the end of 
a mole some 1,000 m. long starting at Trapiche beach and extending 
seawards 140° (Lat. 09° 41’ S., Long. 35° 46’ W.). 
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The average depth of water in the port is 10 m., and at the Salgema 
Terminal 8.8 m. 

In order to be admitted with safety into the port and terminal, vessel's 
length must not exceed 250 m. and 157 m., respectively. 

@ sugar quay has 10 bollards and the general cargo quay 16. 
At the Salgema Terminal Quay, only 1 vessel is berthed at a time. 
Cargo Handling Facilities: There are 6 warehouses, 5 being 80 m.x 
80 m. for general cargo and 1 of 200 m.x50 m. for Demerara sugar 
(200,000 tons). 

There is a tank with a capacity of 4,000 cu.m. for alcohol and another 
for molasses with the same capacity. There is a refrigerated store with 
a capacity of 200 tonnes. 

There is an open storage area covering the whole extension of the 
general cargo quay measuring 20,400 sq.m. 

There are 5 stacker trucks, 4 with a capacity of 2 tons and 1 of 7 tons. 

There are 2 mechanical sugar loaders with total capacity for ship- 
ment of 4,000 bags per hour, and 1 bulk sugar mechanical loader of 
1,000 t.p.h. capacity. 

There is 1 mechanical grain suction unit with capacity for unloading 
100 t.p.h.. There is 1 bulk grain distributor with scales for loading lorries. 
CRANES: 43.2 ton and 26.3 ton capacity electric cranes. 
STEVEDORES: ETA required 24 hours before arrival to arrange gangs. 
When work required Saturdays and Sundays, ETA must be sent on 
Friday. Loading/discharge — General: 8 t.p.h. per gang. Sugar 20 t.p.h. 
per gang. Grain 60 t.p.h. 

MEDICAL: No advance notice needed except if vessel due to arrive on 
Saturday/Sunday in order to arrange doctor and/or hospital. Hospital 
facilities available. 

TANKERS: 1 tanker berth. Max. draft 33 ft. 1 pipeline 8 in. for gasoline 
and one 6 in. for diesel/kerosene. 

Tanks: Petrobras, 9 tanks with total capacity of 38,929 cu.m. 

Atlantic, 9 tanks with total capacity of 14,482 cu.m. 

1.A.A., 1 tank for molasses with capacity of 7,000 tonnes. 

FRESH WATER: Fresh water available. Pipeline from water tower by 
gravity. Rate about 5t.p.h. 11 points at the general cargo wharf and 
5 points at the sugar wharf. 

FUEL: Diesel fuel oil and fuel oil ‘A’ (PPF) is supplied by Esso, Texaco, 
Shell, Atlantic and Petrobras, by gravity from tanker trucks. The 
availabilities are minimal, as the storage capacity is small, at times there 
being no products available. Orders must be placed 24 hours in advance. 
Also see “General” before first port. 


CONSULS: Norway 2276 Portugal 2449 
Italy 3302 France 2126 
Spain 2640 


REPAIRS: Small repairs only can be effected. 

GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: Normally carried out by stevedores. 
CUSTOMS ALLOWANCES: One carton cigarettes to be declared. One 
bottle alcohol, open, to be declared. 

REPATRIATION: Carried out by Recife Consulates. 

AIRPORT: Airport at Palmares, distance 30 km. Served by Varig, Vasp 
and Transbrazil. 

TIME: GMT minus 3 hours. 

HOLIDAYS: Work prohibited on Labour Day only. Other days on which 
work is considered overtime and charged as such are: 1st January, 
Good Friday, 7th September, 15th November and 25th December. 
Local Holidays: 16th September and 27th August. 
POLICE/AMBULANCE/FIRE: Police 221-5348; Ambulance 241-2288 
and 241-1488; Fire Brigade 223-2447 and 193. 

TELEPHONES: Telephone on quayside. If telephone required onboard 
48 hours notice required. 

IDENTITY CARDS: Foreign Crew members not permitted to go ashore 
without presentation of Identity Card, on which is a photograph of holder 
and personal details. These cards are provided by the Agent upon 
arrival. The Identity Card must be delivered on disembarkation to the 


Federal Police who will return it to the Crew member on re-embarkation. 


GENERAL: Prevailing winds: Summer months — N.E. Rainy season — 
S.E. with strong South winds during July/August/September and strong 
undertow aon ust/September. 

DEVELOPME : The Salgema marine terminal has been built across 
the bay. It consists of a jetty 1,300 m. long. The loading platform will 
allow 18,000 d.w.t. vessels to load in 7.6 m. depth. 

Loading Caustic Soda 12in. line 330/350 cu.m./hr. 
Ethylene Chloride 10 in. line 330 cu.m./hr. 

Ethylene Cryogenic 8 in. line 330 cu.m./hr. 
AUTHORITY: Administracao do Porto de Maceio, Rua Sa de 
Albuquerque, Jaragua, 57000 Maceio, Alagoa, Brazil. Te/: (082) 231- 
1999. Telex: 822153. Contact: Lafayete Pacheco Neto, Administrator. 


MANAUS: 03.08 S. 60.00 W. 


DOCUMENTS: See “General” before first port. 
PILOTAGE: Pilots join vessel at Belem and make the round voyage 
back to Belem. Vessels entering via North Channel take a Pilot at 
Santana. No Pilots from Barra Norte to Santana. 
ANCHORAGES: Suitable places can be indicated by the Pilot. 

Anchorage for vessels over 3,000 g.r.t. Lat. 03° 09' 00” S., Long. 
60° 01’ 48" W. 

Anchorage for vessels of less than 3,000 g.r.t. Lat. 03° 09’ 00” S., 
Long. 60° 02’ 12” W. 

Vessels impounded or requiring repairs 
Lat. 03° 08’ 30” S., Long. 60° 02’ 30” W. 

Vessels in quarantine Lat. 03° 08’ 48” S. Long. 59° 55’ 48” W. 
RESTRICTIONS: Passage across Barra Norte to be made at HW only. 
Berthing and unberthing preferably takes place at Manaus in daylight. 
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considerable 


MAX. SIZE: Entry to the Amazon via the North Channel; max. draft 30 f, 
Via Belem; draft 29 ft. with a length up to 175 m. and draft 24 ft. witha 
length up to 210 m. 

HEALTH: See “General” before first port. All ships must be visited by 
Port Health Inspector. If vessel has passengers in transit for another 
Brazilian port, another visit will be required at port where passengers 
disembark. If ship's health condition satisfactory, Inspector will give Free 
Pratique immediately. Radio Pratique available if Master able declare 
satisfactory health condition before arrival. Free Pratique is valid for 
subsequent ports in Brazil. 

If there is a crew member to be hospitalised, the Health Inspector will 
issue pass to hospital on request of Master or Agent who will be made 
responsible for all expenses incurred. 

Inoculations for International Certificates can only be given by an 
employee of the Port Health Authority. 

RADIO: Salinopolis Radio or Rio Radio. There is also Barbados Radio 
Station at Belem. 

TUGS: 1210 h.p. and 11,680 h.p. 

BERTHING: Arranged by Agent who asks permission from local Port 
Authorities to provide a berth. All berths suitable for vessels able to 
navigate the river. 

Two floating stages in “T” jetty form. 

Easterly stage 272 m. long. Floating roadway 252 m. 

There are 3 cranes on this stage. 

Westerly stage 275 m. long. Floating roadway. No cranes. 

Water depth 35 m. — 45 m. at both stages. 

Warping buoys must be used when leaving stages as there are no 


ugs. 
A third stage is planned. 
A stone jetty 500 m. long will shortly be available for year round 
operations, when it has been fitted with Portal cranes. 
oor Berth: Used for the discharge of bulk grain, one tube, rate 
t.p.h. 
EQUIPMENT: Electric Cranes: 33.2 tons capacity (on rails). 
Mobile Cranes: 3x10 tons capacity, 1x9 tons capacity, 1x15 tons 
capacity, 1x50 tons capacity. 
Floating Cranes: 1100 tons capacity (name — “Joao Pessoa”), 1x15 
tons capacity. 
Fork Lifts: 143 tons capacity, 6x5 tons capacity, 8x 2.5 tons capacity, 
3x25 tons capacity. 
Additional fork lifts with 10 tons capacity available. 
Trucks: 27 trucks for moving cargo. 2 heavy lift trucks with 45 tons 
payload. 2 trucks with 10 tons payload. 
STEVEDORES: Available. 
MEDICAL: Doctors and hospital facilities available. 
TANKERS: Copam Refinery Berth: A floating pontoon with buoy 
ics gg ahead and astern. Vessel berths starboard side to, using por 
an r. 
; recine for crude discharge. Products only loaded. No dirty ballast 
facilities. 
No. 1 Terminal: Vessel lies to 4 buoys, and picks up a floating line, 
normally attached to the bank. Available for products only. 
Also see “Shipmaster's Report”. 
DENSITY: Fresh water. 
FRESH WATER: Not suitable for drinking purposes. 
FUEL: Bunker C and Diesel. Available ex-barge or at the terminals. 
Petrobras Distribuidora S.A., Av. 7 de Setembro, 1251 s/511. Tel: 
232-5482. 
Shell do Brasil S.A., Rua Ferreira Pena 222. Tel: 232-5881. 
Texaco do Brasil S.A., Av. Presidente Castelo Branco 720. Tel: (092) 
234-2980. 
Esso Brasileira de Petroleo S.A., Rue Recife, Adrianopolis. Tel: (092) 
232-1886. 
Also see “General” before first port. 
CONSULS: Following countries are represented at Manaus: 


t 


Belgium France Panama 
Bolivia Germany Peru 
Colombia Great Britain Portugal 
Denmark Italy U.S.A. 
Ecuador Japan 

REPAIRS: Very limited facilities available. 


GANGWAY/DECK WATCHMEN: Compulsory. 

OPENING/CLOSING HATCHES: Performed by stevedores. 
CUSTOMS ALLOWANCES: 200 cigarettes per man. Only normal daily 
consumption wine/spirits allowed. 

REPATRIATION: Can be arranged. 

AIRPORT: Regular daily international flights from Manaus Airport. 
TIME: GMT minus 5 hours. 

HOLIDAYS: National Holidays: 1st January, 21st April, 1st May, 
7th September, 12th October, 15th November, 25th December. 
Municipal Holidays: Good Friday, Corpus Christi, All Soul's Day, 
8th December (Devotion to Our Lady the Patroness Saint of Manaus). 
POLICE/FIRE/AMBULANCE: Civil Police Tel: 22113; Maritime Police 
22315; Fire 21155; Ambulance 21112. 

TELEPHONES: Arrangements can be made for telephone connections 
on board. 

SHIP SUPPLY SERVICE: Contact: Helijet Aero Taxi Ltd., Km. 4, Est. 
T. Tapajos. Tel: (092) 236-2150 and (092) 236-7611 for helicopter 
air-lift service. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Required. 


SHIPMASTER’S REPORT: June 1993. 

Once orders for Manaus were received, the Agent contacted the ship 
almost immediately asking for ETA at Fazendinha Pilot Staton (of 
Macapa), and departure times last port. ETAs were required daily for 
Barra Norte and Fazendinha. 

Vessel had been instructed to sail Suape after discharging sufficient 
cargo to give an arrival draft of 9.14 m. (30 ft.) fresh water at Manaus. 


Once vessel had sailed from Suape, a comprehensive set of 
instructions were received from a sister agency at port of Macapa, giving 
positions of buoys in Bar and Curua Channel. These were substantially 
different to charted positions on B.A.Chart No. 2189, the channel being 
approximately 2 miles S.E. of that charted. Between Buoys 10 and 12, 
there was supposed to be an obstruction, we were advised to keep 
6 cables North of these buoys, which meant passing within 1 cable of 
Buoys 9 and 11. There was an additional suggestion to cross Bar ona 
rising tide, early moming. We therefore anchored 1 mile North of 
Amazonas No. 1, charted as a light vessel, but is a Lanby buoy, radar 
picked this buoy up at 14.5 miles, light visible at 10 miles. There was 
an underkeel depth of 3.7 m. when anchored at approximate low water. 

Tidal information for the area is confusing, the tide tables only have 
data for a position off Curua Island, although this is listed as Barra Norte, 
it is well South of the Bar and channel, at the mouth of the river. The 
Pilot Book describes how the tide is variable over the entire area, with 
times and heights being irregular and inconsistent. B.A.Chart No. 2189 
has no tidal data, only a current diamond at a point in the middle of the 
Bar. 

Vessel got underway at midnight (8th June) with echo sounder 
showing a rise in tide of about 0.7 m. Crossing the Bar took 2 hours with 
a strong adverse current (2-3 knots) throughout, reducing speed to less 
than 12 knots on sea going revs. The minimum depth encountered was 
2.2 m. underkeel (11.1 m. actual). Buoy No. 2 was detected on radar at 
14 miles, visually 9 miles, its position agreeing with that given by Agent. 
Approaching the buoy and clearing the shallow waters of the Bar, speed 
increased slightly, but set was still adverse. A few small fishing boats 
were active in the area between Buoy 2 and Curua Channel, none 
caused any problem. 

There is a pilot boarding position marked on B.A.Chart No. 2189, 

recently entered as a correction, this is a total fabrication. No pilot service 
is officially available for the Bar area, although there is an unofficial 
service with the pilot boarding at Salinopolis at the Southern shore of 
the river. This was only learned later, the Agent having been contacted 
and asked for a pilot to board at the Bar, we were advised there was 
no pilot service at all, the pilot position was at Macapa, 174 miles from 
Amazonas Buoy No. 1. 
Curua Channel: The channel buoys were detected from the safe water 
Buoy No. 3 without difficulty. One course from this buoy to No. 7/8 in 
the channel of 231° was sufficient. The strength of the current increased 
noticeably to about 5 knots running N.E.'ly, reducing the speed made 
good to about 9 knots in the channel. At Buoys No. 7/8, course was 
altered to 249°, this taking the ship to the North of the channel to pass 
the recommended 6 cables North of Buoys No. 9 and 11. On this course, 
the track passed over a tongue of the bank outside the channel to the 
N.W., with the minimum underkeel clearance of 2.1 m. recorded. Depths 
in general within the channel corresponded to those charted. All buoys 
were lit, although very poorly, and appeared in position advised by the 
Agent. The buoys are checked daily by the Brazilian Navy, as they are 
frequently swept out of position in the strong currents, any deficiencies 
are supposed to be advised by the Agents. The obstruction between 
Buoys No. 9/11 was doubted by the pilots when they boarded, and 
contrary to the advice we had received, they suggested we should have 
passed close to these buoys (i.e. keeping to the South of the channel, 
in order to avoid the shoals to the North, thus further adding to the 
confusion). 

Clear of the channel is a straight forward, open water passage to the 
Canal do Norte, taking about 4 hours. Once this canal was reached, 
clumps of floating vegetation and logs were encountered, which 
according to the Pilot Book can cause severe damage to propellers, and 
if caught around the bow, seriously reduce the speed. The clumps show 
clearly on radar, avoiding action is not always possible due to restrictions 
in channel width. The current from here to the pilot station at Macapa 
was continuously adverse at about 6 knots, the ship making barely 
9 knots through the water at full speed. There was very little traffic in 
the area, apart from a few small ferry boats which kept close to shore, 
out of the main current. 

There is a choice of passage at the Canal do Norte, one to the South 
and the other to the North. The Southern one is wider with a long bend 
in the middle, at its end is a shallows/rock in the centre of the channel. 
The Northern passage is narrow (1.5 miles), with a single course 
alteration at the West end around Ilhas Predreira. The Northern route 
was taken, as a large, fully laden bulk carrier was already using the 
Southern channel, heading seawards. Position fixes were good, with 
plenty of recognisable features both sides, parallel indexing was used 
with index lines on features North and South. The Eastern end of Ilhas 
Predreira is shown on the chart as having a shallows stretching 
approximately 10 miles, this shallows had almost dried out in places, 
with a large sand island now existing in the middle of the “shallows.” 
Soundings in the channel were confirmed with the chart and averaged 
between 17 m. and 30 m. The current set parallel to the channel at all 
times. The course alteration at the West end of Ilhas Predreira was 
made, the vessel being confirmed on track by radar, visually and by 
BPS. There was a shallows charted to the West, but generally the 
soundings just off the island indicated fairly deep water, the expected 
beam passing distance of the lighthouse was 1 mile, in water depth of 
13.0 m. The vessel grounded 8 minutes after altering course, with 
positions showing the ship was still on track. The shallows were to port, 
that is from the island in the deep water, not extending from the shallows 
to starboard. The engine was put to stop, and then tested ahead and 
astern, movements were normal. The rudder was tested to port and 
starboard, full deflections were recorded. The vessel was swung to 
Starboard and then back to port, movement to starboard was 
unrestricted, when turning to port the swing stopped with the heading 
202°, the course in the channel was 198°. The vessel cleared the bank 
by turning to starboard and the engines at slow ahead, once fully clear, 
the vessel swung to port, in order to avoid the charted shallows on the 
Starboard side. The indicated depths returned to normal almost 
immediately. The vessel regained the charted track, water depths were 
as expected from here on. 


BRAZIL 


The route from Canal do Norte to Macapa was straight forward from 
this position. Navigation was mainly by radar, with visual fixes from 
2 beacons on the portside on the approaches to Macapa. There was an 
increase in small traffic in the area, with fishing boats and ferries causing 
problems around the pilot boarding station at Fazendinha. Two pilots 
boarded from a small red hulled boat 0.8 miles off-shore at the charted 
pilot boarding position. One pilot took the con, the other went to the 
cabin. 

Total time from Barra Norte Anchorage to Fazendinha was 16 hours 

20 minutes, and total distance 174 miles. 
Amazon River Pilotage: The total length of pilotage from Macapa to 
Manaus was 703 miles, time taken Westwards (1624 hrs. 8th June — 
0638 hrs. 11th June) was 62 hours 14 minutes, at average speed 
11.2 knots. 

The speed was increased to full sea speed, current adverse 
throughout at between 3-6 knots. There were three areas where speed 
was reduced to half ahead to pass towns, with potentially large ferry 
traffic concentrations, at Obidos, Parintina and Itacoatiara. Obidos was 
potentially the area where most caution was required with a 110° blind 
left hand bend abeam of the town. 

The pilots’ approach was to keep to the outside bend on all curves, 
crossing from side to side as the river meandered very rapidly. The 
average distance off was 2 cables, with frequent closing distances of 
1 cable or less. All navigation was by radar, the pilot setting the variable 
range marker at the chosen clearing distance on bends. We had 
managed to buy Brazilian charts for the Amazon (No. 4101-4105, Chart 
No. 4104 missing), the pilots paid no heed to these, their local knowledge 
being very impressive. The charts were of little practical navigational 
use anyway, the river was at almost full, 9.0 m. above minimum, and 
most coastal features were well submerged, making tg ap of land 
very imprecise. The extra river height also rendered the soundings 
valueless. On numerous occasions the pilot was advised the course 
being steered was taking the vessel over shoals or banks, on every 
occasion he was proven correct in his estimations that the soundings 
were incorrect. The factor of error was in almost all cases greater than 
the rise in river level, therefore the quality of the orignal survey must be 
questioned. 

As an example of this, the GPS plots frequently gave the vessel 
running well within the shore line, at one time almost 0.5 miles, this 
position was repeated on the Eastbound transit. The depths recorded 
during this “cross-country” were greater than 20.0 m. underkeel. Trying 
to fix the position accurately using coastal features was impossible due 
to the flooding as mentioned previously. 

Prior to arrival, there had been much discussion as to likely channels 
and passages to be taken during the transit, those chosen by the pilots 
often seemed illogical. The narrowest passage used, 4 hours 
downstream from Manaus, had a total width of only 3 cables, with the 
vessel only 150 m. off the beach to starboard. The reason given for 
taking these narrows was the larger outside channels tend to have a 
concentration of logs and other floating vegetation, making navigation 
hazardous. The narrows were the lesser of two evils. Even in the very 
narrow channels no speed reduction was made. Water depths were at 
all times el than 18.0 m. underkeel. 

General: The vessel had been cleared from Suape to Manaus. If this 
had not been done, we would have had to anchor at Macapa for Inward 
Clearance by Customs and Immigration. 

Tide affects the river for a distance up to 100 miles above the pilot 
station at Macapa. 

Clocks were retarded 1 hour on passage, Macapa keeps GMT —3 
and Manaus GMT —4. 

River level varies by 10.0 m., dependent on the snow melt of the 
Andes. Maximum height is at end of June/early July, and minimum height 
is in November/December. 

Brazilian charts were of little use, the B.A. Approach Chart for Macapa 

proved superior to its Brazilian counterpart. The chart that was 
unavailable was not available anywhere in the country, the mapping 
agency had no intention of having another print run, due to unprofitability 
of printing charts, according to the Agents in 2 ports. The Amazon charts 
we did have, were of little use other than to give an indication of our 
position. 
Port Manaus: The Petrobras Terminal is situated approximately 4 miles 
downstream of the town, 2 miles above the confluence of the Negros 
and Solimoes rivers. The vessel anchored 1 mile S.E. of the terminal, 
abeam of a small naval berth, in 30.0 m. of water, awaiting tugs. 

The vessel had loaded to 30 ft. FW draft at Charterer's instructions, 
the reason for this limitation was difficult to understand. The oil terminal 
consists of 3 berths, two for ocean-going ships with a draft up to 37 ft., 
the centre berth for smaller ships. They are pontoons attached to a 
pipeline system also on pontoons. The loading/discharge arms are 
Chicksan type fixed arms. Each berth has two unattached concrete 
dolphins 10 m. up/downstream of the central pontoon, and 4 mooring 
buoys, 2 each end. The concrete dolphins were protected by inflatable 
Yokohama type fenders. The pilot said that during the river low water 
season, the Easterly berth (No. 3, the one we were berthing on) dries 
out. This is very hard to believe as the underkeel clearance during our 
stay was 27.0 m., total depth 36.0 m. Berthing starboard side alongside 
would seem the norm. 

The berth was approached from downstream, stemming the current, 
2 small mooring boats and one old, very weak tug, were in attendance. 
First line was run from the port bow to the off-shore mooring buoy, which 
was used as a holding line. A starboard headline was run to the in-shore 
buoy, and aft a starboard sternline was run to the in-shore buoy, it being 
deemed unnecessary to place a sternline on the off-shore buoy aft. Lines 
were then run fore and aft to finish with 3 head/sternlines to the in-shore 
buoys and 2 springs to the dolphins fore and aft. The off-shore buoy 
headline was released when positioned. The tug served very little useful 
purpose, and only lay alongside in the closing stages of positioning to 
keep the bow from swinging off. The ship's gangway was used, room 
was cramped, with the end of the gangway hard against the pipelines 
of the pontoon. 
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Customs, Port Health and Ministry of Agriculture officials joined with 
the Agent by boat almost immediately berthing was complete. A total of 
8 officials boarded. No Immigration Officers boarded, although it was 
suggested they might come at anytime during the ship's stay. Most 
formalities were routine, the two Agriculture officials did a very thorough 
inspection of the galley and store spaces. 

1x8 in. Chicksan arm was connected. Cargo tanks were inspected 
by a surveyor, the survey being fairly cursory. Ship's figures, as 
generated by the IVMS, were accepted without question. Discharge was 
started using one pump, limited to 250 cu.m./hr. at 10 bar line pressure. 
This was maintained for almost 24 hours, until the ship on the next berth 
had sailed when another larger line was available. The rate was then 
increased to 1,200 cu.m./hr. at 10 bar, maintained using 2 main cargo 
pumps. Discharge was stopped at one stage for 13 minutes to adjust 
the moorings. As the vessel had come out of the water, the two 
Yokohama fenders had become “hung-up” between the dolphin and 
ship's side. Moorings were slackened to allow the fenders to fall back 
to the water. The discharge was otherwise uneventful. Surveying on 
completion was limited to a very quick glance down each tank. No 
soundings were taken to calculate R.O.B.'s. 

Bunkers were loaded, 180 cst, the usual 380 cst were unavailable. 
The loading rate was very slow, approximately 90 tons/hr. Temperature 
of bunkers received 38°. Gasoil was also loaded, although only very 
small quantity, as the price was high, the loading rate was about 
75 tons/hr. 

Stores, mainly fresh fruit and vegetables were taken, the quality 
seemed quite good, but the price was high. Laundry was sent ashore, 


the quality of the wash was good, again though the price was quite nigh. 
e 


All contact with the shore was by launch, access to the shore via 
me was not permitted. A launch service was arranged for shore 
leave. 

Unberthing: (Not usually carried out during the hours of darkness.) The 
vessel made the sailing in fast failing light. The same tug stood by, but 
did nothing to assist. The buoy lines were let go first, then the springs 
on the shore dolphins. The current taking the ship easily away from the 
jetty, the vessel turned short round to port. 

Eastbound Transit: The routine was followed exactly as for the 
Westbound passage, only the current was favourable throughout, and 
speeds of 22 knots were obtained, with an average of close to 20 knots 
being attained overall. The vessel slowed only once for passing Obidos. 
Time taken from berth to Macapa Pilot Station was 38 hours. 


AUTHORITY: Administracao do Porto de Manaus, Rua Taqueirinha 25, 
Centro, Manaus, Amazonas, CEP 69.000 Brazil. Tel: 232-4250. Telex: 


(0922) 109. Contact: Nelson Pedro de Aguiar Falcao, Port Administrator. 


NATAL: 05.47 S. 35.12 W. (See Plan) 
LOCATION: Port situated on East bank of Potengi River, 2 miles from 


sea. 
PORT LIMITS: The port area is considered to be the estuary of the 
River el Page ag the parallels 05° 45’ 36” S. and 05° 46’ 42” S. 
DOCUME! : See “General” before first. 
Clearance: The visiting area for the Health Inspector of the Ports, 
Federal Customs & Maritime Police is close to the point of receipt of the 
Pilot (05° 45’ 06” S.—35° 11’ 18” W.). In special cases, these Authorities 
hos pore visits to be made with vessels already berthed. Also see 
“Health”. 
APPROACHES: Access Channel: This is shown on Nautical Chart 802 
(DHN). Width 90 m. to 400 m. Minimum depth: 7 m. in relation to the 
Reduction Level of the Nautical Charts. Critical Points: The area between 
the entrance to the bar and the Manimbu Light. 
Tides: Average speed on ebb: 3.5 knots at high tide and 1.3 knots at 
periods of low tides. Average speed of the rising tide: 1.5 knots coming 
up river. 
PILOTAGE: Pilotage is obligatory from the point of receipt of the Pilot 
(05° 45’ 06” S. — 35° 11’ 18” W.) up to any point in the port area. 
Request for the Pilot must be made to the Pilots’ Association of the 
Rio Grande do Norte (Rua Silva Jardim, No. 1 — Ribeira Tel: 222-1613), 
with a minimum of 3 hours in advance of requirement. The Pilots’ 
Association has VHF, working on Channels 6, 8, 10, 11, 12, 13 and 
Channel 16 (for calling up), throughout 24 hours. Normally the Pilot will 
be on board within 2 hours, when the request has been made on working 
days, during the period between 0800 hrs. and 1800 hrs. Normally Pilots 
go out to vessels in a red launch with the letter “P” painted in black. 
When very strong winds are blowing, it is recommended that Masters 
manoeuvre vessels in order to allow the Pilot's cutter to come alongside 
on the lee side. 
ANCHORAGES: 

(a) For vessels of more than 3,000 g.r.t. — between the access 
channel and the right bank of the River Potengi, with effect from 
the parallel of 05° 45’ 30” S. to parallel 05° 46’ 00” S. 

(b) For vessels of up to 3,000 g.r.t. — between the access channel 
and the left bank of the River Potengi, with effect from parallel 
05° 46’ 30” S. to parallel 05° 46’ 48” S. On anchoring, this must 
be done leaving a free area of a minimum of 80 m. in the access 
channel to the Almirante Ary Parreiras Base. 

(c) For quarantine vessels — the area between parallels 
05° 45’ 24” S. — 05° 45’ 36” S. and meridians 35° 11’ 06” W. and 
35° 11’ 24” W. 

(d) For pleasure craft — between the access channel and the right 
bank of the River Potengi, going from parallel 05° 45’ 48” S. to 
the parallel of 05° 46’ 00” S., near to the yacht club. 
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RESTRICTIONS: 

(a) The maximum speed permitted for navigation in the River Potengi 
for vessels of over 20 g.r.t. is 8 knots. 

(b) The access channel to the port in the area included between the 
bar and the Manimbu Light does not permit simultaneous traffic 
of vessels going in opposite directions. 

Manoeuvring Area: Between the parallels of 05°46'30"S. - 
05° 46’ 06” S., in an area of 300 m. starting from the port quay and from 
the line which joins the North end of the quay to the North dolphin of 
the Terminal for PETROBRAS fuel. Depth: from 6m. to 11m. It is 
expressively prohibited to anchor any vessel in this area, which is 
reserved for the manoeuvres of berthing and unberthing. 

MAX. SIZE: Length 520 ft., draft up to 23 ft. 6 in. at spring tides. 
HEALTH: Official visit made on vessel's arrival if between 0700 hrs. and 
1900 hrs. Visits can be arranged at other times. 

The inspection area of the Port Health, Federal Receipt and Maritime 
Police authorities is 04° 45’ 06” S. and 35° 11’ 15” W. 

TUGS: Not available. 
BERTHING: 

(1) Port Quay: 400 m. long with 13 berthing bollards. Quay has a 
depth of 8 m. in front of warehouse A-2 and 7 m. in front of the 

how of the quay, in relation to the reduction level of the Nautical 
arts. 

(2) The PETROBRAS Fuel Terminal: Situated 200 m. downstream 
from the port quay, has a distance between dolphins of 100 m. 
and a depth of 8 m. in front of them (starting from a distance of 
20 m. in the direction of the port quay, the depth decreases to 
7m.). 

There are no special rules; however, the process will be most rapid 
and safe if berthing is made port side to on an ebb tide and unberthing 
being effected on a rising tide. 

STORAGE FACILITIES: 

(1) Within the Port: 

Warehouses: 3 for general cargo. Usable total area: 3,945 sq.m. Total 
capacity: 18,200 cu.m. 

Cold Store: 1 with a usable area of 925 sq.m. and a capacity of 140 tons. 
It is rented for operation to the Companhia de Produtos do Mar 
(PRODUMAR). 

Open Storage Areas: 2 with a usable area of approx. 10,000 sq.m. 
Covered Storage Areas: 2 with an area of 800 sq.m. 

(2) Jn the Vicinity of the Port: 

Warehouses: 3 belonging to the Firma Comercio e Industria de Fibras, 
situated in the Avenida Hildebrando de Gois, 117 to 137. Usable total 
area: 2,400 sq.m. Total capacity 12,000 cu.m. 

Silos: 2 belonging to Natal Industrial S.A. and operated by the firm 
Moinho Natal. Total capacity: 4,800 tons. 

PORT EQUIPMENT: 

Cranes: 2 electric, jib type with a capacity for 2 tons. 

2 on wheeled tyres, with a capacity for 8 to 9 tons (but these are out of 
operation). 

Stackers: 16 Yale type, 8 of them in operation and 8 out of action. 
Rolling bridges: None. 

Loaders: None. 

Suction Units: 2 mobile on tyred wheels, with a real capacity of 10 t.p.h. 
From the suction units, the wheat is carried out along a subterranean 
gallery and from this, by a cargo transfer unit, and a transport platform 
to the silos of Moinho Natal. 

The Port Administration has 5 trucks, 3 tractors and 2 lorries. 
STEVEDORES: On working days, Sundays and Public Holidays the 
following is the work timetable: 

Day period 
0700 to 1100 — Common Day 
1100 to 1300 — Meal Break 2300 to 2400 — Meal Break 
1300 to 1700 — Common Day 0000 to 0400 — Common Night 
1700 to 1900 — Possible Overtime 0400 to 0600 — Possible Overtime 

0600 to 0700 — Meal Break 

LOADING: When loading sugar bags, only canvas-bottomed slings to 
be used. Shippers will not permit loading with ordinary rope slings. 
Suitable slings can be hired from shore. Six slings required for each 
working gang. 
MEDICAL: Hospitals and doctors available. 
TANKERS: Oil berth suitable for vessels up to 520 ft. length. 
FRESH WATER: 
(1) On the Port Quay 

The supply of water is made by the Companhia de Aguas e Esgotos 
do Estado do Rio Grande do Norte (CAERN). 

There are 12 hydrants spaced 22 m. apart with a discharge capacity 
of 6 t.p.h. 

(2) At the PETROBRAS Oil Terminal: 

The system of water supply is via one hydrant. 

FUEL: There are no oil barges. Supply of diesel oil for vessels moored 
at the Port Quay is made by means of tanker lorries. Vessels can also 
be bunkered at the Fuel Terminal of PETROBRAS, which has a 4in. 
pipe and capacity for supply of 30 to 40 t.p.h. 

Orders can be made via the local ship's Agency, with a minimum 0! 

48 hours’ notice in advance. 

CONSULS: France, Italy, Lebanon, Portugal and Spain. 

REPAIRS: There is a Naval Base at Natal, which apart from providing 
service to naval vessels, also deals with merchant vessels requiring 
repairs. The Base has seven departments, Mechanical, Nava 
Carpentry, Electricity, Electronics, Sails, and Painting, and a Docking 
System comprising two floating docks and one office ship. The Goias 
Dock has a capacity for vessels up to 1,000 tons and 4.80 m. draft 
There is a ballasting service. 

The City of Natal Dock has a capacity for vessels up to 2,800 tons 
and 5.80 m. draft. : 

Apart from other facilities, the Base has maintenance, refrigeration 
and kitchen services, which can be placed at the disposal of vessels 
during repairs to their own installations. 


Night Period 
1900 to 2300 — Common Night 


CUSTOMS ALLOWANCES: One opened bottle spirits and 200 
cigarettes per crew member per week. 

AIRPORT: There is the Airport of “Augusto Severo” (20 km. distance 
a the port) situated in the Municipality of Eduardo Gomes. There are 
direct flights to Fortaleza, Recife and the rest of the country. 
POLICE/AMBULANCE/FIRE: Police: Tel. 222-3656, Fire: Tel. 
3581 or 193. 

EMERGENCY CO-CORDINATION: 

(a) 2 corvettes and 1 tug of the Grupamento Naval do Nordeste — 
These will be put into action by the command of the Third Naval 
District in cases of emergency on the request of the ship's Agent 
= his be ig representative. 

of the concerns which operate in support to the 

eTROBRAS platforms, actioned by the Captaincy in 
aacwiarce with the RTM, and on request of the interested party. 
TELEPHONES: No facilities exist. 
HOLIDAYS: Loca! Holidays: 6th January — Holy Kings; 21st November 
— Our Lady of Presentation (Padroeira). 
GENERAL: Garbage: There is no collection of rubbish by the Port 
Administration. It is the responsibility of every vessel to deposit their 
rubbish in a container on the quay which is collected daily by a lorry of 
the Department of Urban Cleansing of the Prefecture of Natal. 
AUTHORITY: Companhia Docas do Rio Grande do Norte (CODERN), 
Av. Hildebrando de Gois, Ribeira, Natal, Rio Grande do Norte, Brazil 
CEP — 59.000. Contact: Ivan Reis de Lima, Administrator. 
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(b) 


NITEROI: 22.53 S. 42.08 W. 


LOCATION: The Port of Niteroi is situated in the inlet of Sao Lourenco, 
on the East coast of the Bay of Guanabara. The area is covered by 
D.H.N. Chart Nos. 1510, 1511 and 1512. 
APPROACHES: The access channel is 1,400 m. long, 70 m. wide and 
6m. Cay 
PILOTAGE: Compulsory. 
ANCHORAGE: See D.H.N. Chart Nos. 1510, 1511 and 1512. 
MAX. SIZE: 20,000 d.w.t., previously lightened at Rio de Janeiro. 
BERTHING: The manoeuvring basin is 430 m. long, 250 m. wide and 
6 m. deep. The quay is 450 m. long, 7 m. depth with 20,000 sq.m. of 
open storage. There are 2 warehouses with a capacity of 3,300 sq.m. 
CRANES: 1 x 1.5 tons electric jib crane and 1x20 tons mobile crane. 
BULK HANDLING FACILITIES: At the S.W. extremity of the port, in 
the external quay area, there is a wheat silo which is the property of 
Moinho Atlantico and comprises of 13 cylindrical cells with a static 
capacity for storage of 15,000 tons. Its construction is of reinforced 
concrete. This silo is connected by a Radler type elevated transporter 
- a pneumatic suction unit of the “Buller”, type with a nominal capacity 
of 70 t.p.h. 
PORT EQUIPMENT: Stacker trucks: 5 with a capacity of 2 to 10 tons; 
winch: 1 of 60 tons; tractor on wheels: 1; rolling bridges: 4 of 1,500 kg. 
FRESH WATER: Available ex-quay, 14 hydrants with 2.5 in. dia., rate 
20 cu.m./h. Also there are 2 barges, each with 100,000 litres capacity. 
FUEL: Available from Petrobras. 
REPAIRS: Can be undertaken. 
DRY DOCKS: “Almirante Guilhem” Floating Dock: Length 200 m. Inner 
width: 34 m. Clear width between fenders: 32.80 m. Moulded depth 
15.60 m. Height of keel blocks: 1.75 m. Max. draft over keel blocks: 
7.75 m. Lifting capacity: 15,000 tons. Cranes: 10 ton capacity. 
Slipways: 1. 100m. (length)x12.5 m. (width)x5,200 tons capacity. 
2. 60m.x9.5m.x1,000 tons capacity. 3. 50m.x8.3m.x500 tons 
capacity. 
- ferent) facilities operated by ENAVI. Tel: 719-9292. Telex: (021) 32049 
HOLIDAYS: National Holidays: 1st January; 21st April; ist May; 
7th September; 12th October; 15th November and 25th December. 

Regional Holidays: 24th June and 22nd November. 

Movable Holidays: Monday and Tuesday of Carnival, 
Wednesday, Good Friday and Corpus Christi. 

Commemorative Holidays: 28th January (port workers); 28th August, 
28th October; 30th October; 2nd November (All Saints). 
betty Santos Dumont and the International Airport of Rio de 

janeiro. 

TIME: GMT minus 3 hours. 
GENERAL: Niteroi Port Authority serves traditionally the specific areas 
of the Municipality of Niteroi, a oR from acting as a support base for the 
oil rigs which operate in the Campos Basin. It is able to receive Roll- 
on/Roll-off type vessels and this port acts as an important alternative 
for vessels of this sort which are intended for the Rio de Janeiro region. 
AUTHORITY: Porto de Niteroi, Av. Feliciano Sodre 215, 24.030 — Niteroi 
— RJ. Tel: (021) 718-3182, 719-5197, 717-2483. Contact: Engineer 
Antonio Manne, Manager. 
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OBIDOS: 01.51 S. 55.35 W. 


LOCATION: Located on the left bank of the River Amazon in the town 
of Obidos, State of Para. 

MAX. SIZE: 7,000 d.w.t. 

BERTHING: Length of berth 35m. Depth alongside 10.0m. One 
warehouse of 420 sq.m. Open storage area of 600 sq.m. Floating 
pontoon of 39 m.x6.5 m. 1 mobile crane and 2 stacker trucks available. 
fee quay available for small vessels. 

AUTHORITY: Companhia Docas do Para, Avenida Presidente Vargas 
41 — 20 Andar, Belem, Para, Brazil. Tel: 223-0056, 223-2066. 


BRAZIL 


PARANAGUA: 25.30 S. 48.30 W. (See Plan) 


¥%&) Indicates information received from a ship's Agent. 

RT LIMITS: The port is limited by co-ordinates Lat. 25° 29’ 45" S. 
and 25° 30’ 12” S. Long. 48° 32’ 06” W. and 48° 30’ 00” W. which also 
include commercial and inflammable berths. 

DOCUMENTS: Also see “General” before first port. 

The visiting areas for the Port Health, Federal Receipt and Maritime 
Police are those mentioned as areas 1, 2, and 3. See “Anchorages”. 
Normally visits are made at the quay, after berthing. 

Documents for clearance inwards of foreign vessels: 

(a) Certificate of Registration. 

(b) Classification document for the vessel in the port of registration. 

(c) International Load Line Certificate. 

(d) Safety Certificate for Passenger Vessels or Safety Construction 
Certificate for Cargo Vessels. 

(e) Safety Equipment Certificate for Cargo Vessels. 

(f) Safety Certificate for Radio-telegraphy or Radio-telephony on 
Cargo Vessels. 

(g) Exemption Certificate, in respect of the foregoing certificates, where 
applicable. 

(h) Safety Certificate for Nuclear Vessels. 

(i) Certificate or other Financial Guarantee in respect of the 
International Convention governing Civil Responsibility in Damage 
caused by Oil Pollution, 1969. 

Federal Receipt and Port Health Clearance. 
Bill of Lading for postal purposes, where the vessel carries mail. 
Copy of the payment docket in respect of the tariff for using 
lighthouses. 
Crew List. 
Written declaration from Master or Owner stating name and 
address of legal representative in the port. 
Cargo Manifest. 

National Vessels: 

(1) Up to date equipment roll, accompanied by extra-roll licences 
and those for extra tonnage. 

(2) List of Crew members in duplicate. 

(3) Inscription and Registration Pass Book (CIR) or pass books of 
personal inscription (CIP), for verification as deemed necessary; 

(4) List of passengers; 

(5) Load Capacity Sheet, for checking the categories of Crew 
members taken on board and checking the functions effected 
corresponding to the upper category; 

(6) Cargo Manifest; 

(7) Terms of Inspection in dry dock and afloat or Certificate of 
Regularisation of the vessel; 

(8) Provision of Register of the Maritime Tribunal, with statement of 
the name of the Master and his category or Document of 
Registration (CP-1); 

Ship's Log. 

Certificate of authorisation of the vessel's line or of extraordinary 

voyage, issued by the Superintendency of the National 

Mercantile Marine (GSUNAMAM), except for “tramp” vessels. 

Certificate of Safety of Passenger vessels, for deep sea vessels 

and long distance coasting; 

Certificate of Safety of Construction of cargo vessels, for deep 

sea vessels and long distance coasting; 

Certificate of Safety Equipment on cargo vessels for deep sea 

vessels and coasters; 

Certificate of Safety of radio telegraphy and radio-telephony on 

cargo vessels, deep sea and coasting vessels; 

Certificate of Exemption, corresponding to the certificates 

mentioned above; 

Freeboard Certificate. 

Certificate or other financial guarantee corresponding to the 

International Convention covering Civil Responsibility for 

Damages caused by Oil Pollution, 1969; 

Passes issued by the Delegation of Federal Receipt (Customs), 

Port Health, Federal Police and Postal Authorities when the 

vessel carries mail bags (only for vessels destined for foreign 
countries); 

List of relatives of the Master and the Crew; 

Authentic Xerox ocey of the last payment form of pension 
contributions to INPS or FUNRURAL, paid by Charterer/Owner 

21) Certificate of Tonnage or tonnage calculation notes. 

(%) Documents required on arrival and amount of each: 
Doctor Police Customs Agency Total 

Provision List = = 3 

Crew List 1 

Voyage Memorandum - 

Personal Effects of Crew - 

Baggage Declaration (when 

isembarking Crew members) 

Health Declaration 

Free Pratique 

Vaccination List 

Clearance from last Brazilian 

port of call - 1 1 

Cargo Manifest from each 

port where cargo loaded 
for Paranagua - - 1 - 1 
Bill of Lading from each port where 
cargo loaded for Paranagua - - 1 - 1 
Negative Cargo Manifest from each 
port of call where no cargo 
loaded for Paranagua 1 1 
PILOTAGE: Pilotage is compulsory for foreign vessels and tankers, 
propane carriers and those carrying explosive cargo under the Brazilian 
flag, of any GRT, from the point at which the pilot boards, shown on 
DHN Chart No. 1821, approaching the port by the South East or Galheta 
channels as far as the berth. 
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Pilotage is optional for vessels of Brazilian flag of less than 500 GRT 
and for national or foreign support craft whilst they are operating in the 
Port of Paranagua with Brazilian crews or which have in their crew a 
Brazilian mariner of the category of Nautical Official or Master of 
Coasting. 

Pilotage can be requested via the Ship's Agent, 4 hours in advance, 
stating time of entry or departure of vessel. Vessels approaching 
Paranagua should contact Paranagua Radio, Channel 16 VHF, two 
hours prior to arrival in the Pilot waiting area. 

The Pilots’ Association maintains permanent watch on Channel 16 
VHF, passing traffic on VHF Channels 10 and 13. (Tel. 422-0530, 422- 
1560 and 422-1570). The greatest restriction for Pilots is the condition 
of the sea, which in Galheta Channel, with the sea above Force 4 — 
makes the passage of the pilot cutter difficult. 


ANCHORAGE: Vessels must anchor in the areas circumscribed by the 
coordinate points mentioned below: 

(a) Area “1” intended for vessels of less than 180 m. in length and 
a draft of less than 9.45 m. = 31 ft. Priority of anchorage is accorded in 
this area to vessels within these limits which have to be bunkered by 
TEFRAN-SEPAR, with fuel and lubricant oils for their own consumption. 


Point Latitude South Longitude West 
A 25° 29’ 32” 48° 31' 28” 
B 25° 29’ 51” 48° 31’ 28” 
& 25° 30’ 01” 48° 33’ eH he 


D 25° 29’ 40” 48° 33’ 31” 

(b) Area “2” to the South of the Galheta Channel: Intended for 
vessels in one of the following situations, or of the types and sizes 
mentioned below, with the order of priority being observed for 
anchorage.: 

1. Vessels of any size in quarantine; 

2. Vessels of any size operating with explosives; 

3. LASH type vessels; 

4. Vessels which require to bunker with fuel oil and/or lubricants, 
for their own use; and 

5. Vessels over more than 180 m. overall length. 


Point Latitude South Longitude West 
A 25° 29’ 45” 48° 26' 14” 
B 25° 30’ 10” 48° 26' 14” 
Cc 25° 29' 46” 48° 27' 10” 
D 25° 30’ 07” 48° 27’ 10” 


Area “2” to the North of the Galheta Channel: intended for vessels in 
one of the following situations, or of types and sizes mentioned below, 
observing the order of priority for anchoring in which they are located: 

1. LASH vessels. 

2. Vessels requiring to bunker with fuel oil and/or lubricants for their 
own consumption; and 

3. Vessels of more than 180 m. overall length. 


Point Latitude South Longitude West 
A 25° 29’ 08” 48° 26' 17” 
B 25° 29’ 30” 48° 26' 17” 
Cc 25° 29' 34" 48° 29’ 43” 


D 25° 29’ 10” 48° 29' 43” 

OBSERVATION: 1. Vessels which anchor in these areas must be 
positioned as closely as possible to the port of Paranagua, i.e. as close 
as possible to the Western limit of the area; and 

2. Whilst a vessel with specific priority is in these areas, and another 
arrives with greater priority, it will go to another area, allowing the arriving 
vessel to take up position. 

(c) Area “3” intended for vessels to be subjected to Health inspection 
by the Port Health Inspectorate or authorised body. The Ship's Agents, 
consigners of vessels involved in such cases, must, after obtaining from 
the pilot the estimated time of anchorage in this area, inform the 
corresponding authorities, sufficiently in advance, so that appropriate 
action may be taken. 


Point Latitude South Longitude West 
A 25° 29' 46” 48° 27' 10” 
B 25° 30’ 07” 48° 27’ 10” 
Cc 25° 29' 48” 48° 28’ 00” 


D 25° 30’ 03” 48° 28’ 00” 
(d) Area “4” intended for vessels with an overall length less than 
140 m., and a draft less than 6.1 m. (20 ft.). 


Point Latitude South Longitude West 
A 25° 29’ 16” 48° 30’ 19” 
B 25° 29’ 30” 48° 30’ 19” 
Cc 25° 29’ 16” 48° 31’ 28” 
D 25° 29’ 32” 48° 31’ 28” 


(e) Area 5” intended for vessels of overall length more than 180 m. 
and draft less than 9.14 m. (30 ft.). 


Point Latitude South Longitude West 
A 25° 29' 45” 48° 26' 14” 
B 25° 30’ 12” 48° 26' 14” 
Cc 25° 30’ 05” 48° 24’ 45” 
D 25° 30’ 26” 48° 24' 45” 
= 25° 30’ 20” 48° 24’ 20” 
F 25° 30’ 30” 48° 24’ 46” 


(f) Area “6” anchorage for the port of Antonina. 


Point Latitude South Longitude West 
A 25° 28' 34” 48° 37’ 41” 
B 25° 28’ 51” 48° 37’ 41” 
Cc 25° 28' 30” 48° 38' 37” 


D 25° 28’ 47” 48° 38’ 37” 
(g) Area “7” intended, exclusively, for the anchorage and berthing of 
barges used in transport of “off-shore” platform structures. 


Point Latitude South Longitude West 
A 25° 32’ 28" 48° 22’ 09” 
B 25° 32’ 42” 48° 22' 14” 
Cc 25° 32’ 28” 48° 22' 35” 
D 25° 32’ 43” 48° 22' 16" 
E 25° 32’ 54” 48° 22’ 10” 
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(h) Area “8” intended for vessels of overall length more than 180 m. 
and draft less than 8.20 m. (27 ft.) 
A 


25° 29’ 26" 48° 24' 34" 
B 25° 29’ 44” 48° 24' 48” 
Cc 25° 30' 00” 48° 23' 42” 
D 25° 30’ 17” 48° 23' 54” 


(i) The anchorage for sport and recreation vessels must be effected, 
preferably, in area 1 or in the River Itibere, and Cotinga Point, in 
accordance with the buoy restrictions. More details are available from 
the Captaincy of Ports Regulations. 


RESTRICTIONS: The access channels — Galheta and South East are 
marked on charts 1821 and 1822 of the National Brazilian 
Hydrographical Dept; the Galheta Channel, normally used, is dredged 
to a depth of 12.00 m. (39.37 ft.) with a width of 200 m., and a length 
of 12 miles. The official depth of the channel is 11.28 m. (37 ft.) at high 
Spring tides and 9.45 m. (31 ft.) at low tides. The critical points of the 
channel are between the pairs of buoys 3—4 and 7-8, where there are 
currents running across the channel, and with a heavy sea, waves break 
making the departure of pilot cutters difficult. In the S.E. Channel, the 
depth varies from 7.62 m. (25 ft.) to 6.4 m. (21 ft.) 

Tides: There is a difference of approximately one hour between the tide 
in the port and at the bar. At the Galheta Bar, the current may reach a 
speed of 4 knots during Spring tides. Also see “Berthing”. 


MAX. SIZE: See “Berthing”. 


HEALTH: Authorities visit vessels at the anchorage. Port Health Service 
Tel: 422-0594. 
(%) Note: Compulsory Sanitary Inspection, prior to docking, is carried 
out at special anchorage, for vessels proceeding direct from the following 
countries: U.S.A., Mexico, all Central America, Trinidad, Colombia, 
Venezuela, Guyana, Suriname, Guyane, all African countries, all Asiatic 
Countries, Australia, Polynesia. 

Special areas are provided for vessels according to their lengths and 
drafts. Also for eeey Inspection special areas are provided in the 
vicinities of Ilha das Cobras (Cobras Island). 


RADIO: Paranagua Radio, call sign PPG. VHF Channels 24, 25, 26 and 
27 for vessels navigating close to the port. 


TUGS: 6 tugs x 2,100 h.p. — 3,000 h.p. 


BERTHING: Manoeuvring Area: (A) The areas for vessel manoeuvres 

pore width of 700 m. along the whole length of the quay with varying 
epths: 

(1) Section “A” 

10.06 m. = 33 ft., at low tide. 

11.28 m. = 37 ft. at high tide 
(2) Section “B" 

In section “B”, between the mooring heads, from Numbers 01 to 18: 

11.28 m. = 37 ft., at full Spring tide 

10.67 m. = 35 ft., at full Neap tide 

7.62 m. = 31 ft., at low tide 
(3) Sections “B” and “C” 
In Section “B”, from mooring head number 18 as far as Section “C", 
and all along that section 

9.45 m. = 31 ft., at high tide 

7.62 m. = 25 ft., at low tide 
(4) Inflammables Quay 

(a) Pier No. 2 — Internal berth 

Max. drafts: 

9.14 m. = 30 ft., at Spring high tides 

8.23 m. = 27 ft., at Neap high tides 

7.01 m. = 23 ft., at low tide 

Max. vessel overall length = 176 m. 

(b) Pier No. 2 — External berth 

Max. drafts: 

11.28 m. = 37 ft., at Spring high tides 

10.67 m. = 35 ft., at Neap high tides 

9.45 m. = 31 ft., at low tide 

(c) Pier No. 1 — Propane berth 

Max. drafts: 

5.79 m. = 19 ft., at Spring high tides 

5.18 m. = 17 ft., at Neap high tides 

3.96 m. = 13 ft. at low tides 

Max. overall length of vessels = 145 m. 

At Section “B” berths, use of pontoons is obligatory for vessels of 
drafts greater than 27 ft. At the section C” berths, it is convenient to 
use pontoons for vessels with drafts greater than 25 ft. 

(B) Restrictions: 

(i) Max. passage 50 m. = 164 ft. 

(iil) Max. s| over the bottom = 9 knots 

(iii) Vessels cannot move with trim or list when at the max. draft. 

(iv) The max. depths at Spring and Neap tides shown above can only 
be used from 3 days before to 3 days after two days of full or new moon 
and two days of fourth crescent or waning moon, respectively. 
Nevertheless, the Tide Table must be consulted for the day in question 
in order to ensure a sheet of water over the keel of the ship greater than 
or equal to 8% of the depth at Spring tides or equal to 15% at Neap 
tides. 

(v) Vessels with drafts between 35 ft. and 37 ft., inclusive, at Neap 
and Spring high tides, can only be moved with tugs, without using their 
propellers, along Section “B" of the channel (area facing Warehouses 
01 and 02). 

(vi) At the internal berth of Pier No. 2, night manoeuvres can only be 
effected with adequate illumination so that the whole berth and the area 
next to the deck and bridge are clearly visible, and at the discretion o! 
the Master of the vessel. 

(vii) At the internal berth of Pier No. 2, vessels can only manoeuvre 
during ebb tides and when the current is equal to or less than four tenths 
of a knot, i.e. the manoeuvres will be effected from commencement o! 
ebb to a maximum of 2 hours afterwards; when the draft of the vessel 
is equal to or less than 22 ft., manoeuvres can be effected during 2 hours 
prior to ebb maximum until the completion of ebb. 


(viii) In berthing manoeurvres at the internal berth of Pier No. 2, the 
minimum distance at which the end of the vessel (bow or stern) must 
be to the bridge is 10 m. 

Traffic in port: ; 

(a) No crossing or overtaking is permitted by vessels in the access 
channel if visibility is less than 2 miles. 

(b) Crossing or overtaking is not permitted when one of the vessels has 
a draft exceeding 7.92 m. (26 ft.), between pairs of buoys 1-2 and 
13-14. The vessel which has the current running at its stern, in this 
event, has preference in the manoeuvre, the other vessel being 
required to wait for it to pass. 

Stay in Port: 

After completion of operations, vessels must unberth within 1 hour, 
except where request has been made previously to the Port 
Administration and approval has been given. 


BERTHING FACILITIES: 

(a) Quays: 

(1) Commercial Quay: Total length 2,106 m. with the following depths: 
420 m. with a depth of 10 m.; 

1,170 m. with a depth of 8 m.; 

516 m. with a depth of 12.0 m.; 

Mooring bollards every 25 m. 

Inflammables Quay — Secondary Pier (for Propane Carriers) 
berthable only on the outside, for vessels with max. length of 145 m. 
and draft up to 19 ft. 

Principal Pier (Pier No. 2) — berthable on both sides, external and 
internal. Length of 184 m. and 174 m., bollards spaced 46 m., apart. 
(b) Warehouses/Cold Stores/Silos/Open storage areas: 

(1) Warehouses: 21 warehouses for general cargo, with total area of 
56,400 sq.m. and total volume of 282,000 cu.m. 
(2) Cold Stores: One cold store for 7,000 tons, operated by a private 
company on rental. 
(3) Silos: Two vertical silos with total capacty of 110,000 tons. 
Four horizontal silos with capacity of 68,000 tons. 
Privately-operated silos: 
One vertical of 10,000 tons. 
Nine horizontal silos, total of 285,000 tons. 
(4) Open areas: General cargo — 27,000 sq.m. 
Heavy lifts 14,000 sq.m. 
Containers 22,000 sq.m. 
Fertilisers 3,000 sq.m. 
Next to the port area are many warehouses, providing a rear-area 
with a capacity of 1,000,000 tons. 
Also see “Bulk Handling Facilities”. 


CARGO HANDLING EQUIPMENT: 
Cranes: 1x40Otons, 1x30tons, 4x12.5tons, 10x6.3tons and 
5x3 tons. 1130 ton (Lorain) mobile crane. 1 bridge crane for 20 ft. — 
40 ft. containers. 

Port Authority heavy lift floating crane: 100 tons capacity. 
Stacker Trucks: 87 tons, 8x5 tons, 153.5 tons, 182.5 tons and 
1X2 tons. 
Rolling Bridges: 31.5 t.p.h. (2 at Warehouse No. 8 and one at the cold 
store). 
Grabs: 312 cu.m. — 3.8 cu.m. 
Tractors: 42x45 h.p. — 105 h.p. 
Ro/Ro: 1 Ro/Ro ramp but dredging is required. 
Side Loaders: 236 tons (for containers). 
Suction Units: 2 fixed in the vertical silo (Warehouse No. 1). Rate 
75 t.p.h. each. 

There are no barges, lighters, workboats or pontoons. 


BULK HANDLING FACILITIES: 

Cargill (Berth 12): One loading tower of 500 t.p.h., movable over a 
distance of 172 m., capacity 20,000 tons (horizontal silo). Also capacity 
for 3,000 tons of bulk oil with capacity of 150 t.p.h. 

Sanbra (Berth 6): At Warehouses 6, 6a and 6b. 2 fixed loading towers, 
each 100t.p.h., capacity 12,000 tons. Also two slightly movable 
elevators, with a total loading capacity of about 100 tons. 

At the same berth there is a loading tower, movable over 180 m., with 
a loading capacity of 500 t.p.h. which is connected to a silo of 80,000 
tons. Depth 9.45 m. Air draft 16.0 m. 

Gransol (Berth 4): At warehouses 4 and 5. One loading tower, 400 t.p.h., 
movable over a distance of 150 m. and one fixed, loading rate 100 t.p.h. 
pog-tav cepacily 10,000 tons. 2x 12.5 ton portal cranes for containers 
a é 

Socopar (Berth 2): One loading tower, 300 t.p.h., movable over 110 m. 
Storage capacity 64,000 tons. 

Port Silo (Berth 1): (Operated by the Port Administration) one loading 
tower, 300 t.p.h., movable over 150 m. Storage capacity 10,000 tons. 

Cargill and Sanbra can handle vessels ‘cage 4 to 42 ft. by using 
pontoons. Other installations, even with the use of pontoons, can only 
handle vessels loading to 30 ft. 

The new grain terminal at warehouse No. 13 with capacity of 164,000 
tons and 2 loading towers, movable over 162m., loading capacity 
1,500 t.p.h. each. There are two additional vertical silos each with 
capacity of 110,000 tons. 

Cold Store: Capacity 7,000 tons. 

(%) Liquid Bulk: Liquid bulk cargoes consist mostly of soya bean, castor, 
peanut and cotton seed oil. Messrs. Cargill have their own storage tanks 
and a loading installation capable of delivering 200t.p.h. All other 
shippers effect their shipments through portable pumps connected to 
tank-trucks. Loading capabilities of portable pumps: 30/50/80 and 
100 t.p.h. Shippers provide the pumps and hoses and particulars are: 

Hoses: Lengths 32 ft., 50 ft. and 100 ft. Diameters 2 in. and 4 in. 

Also see “Developments”. 

STEVEDORES: Working Hours: Daywork: 0700-1100 and 1300-1700, 
overtime 1100-1300 and 1700—1900. 

Nightwork: 1900-2300, 0000-0400. Overtime possible 2300-2400 and 
0400-0600. 

Same working hours are valid for Sundays and holidays with 
20%-100% surcharge. 
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MEDICAL: All facilities available. Crew members should hold valid 
International inoculation certificates. 

TANKERS: 2 berths, length 185 m. (outside) and 174 m. (inside). Depth 
alongside 9.0 m.—11.0 m. Bollards 46 m. apart. (%) Max. drafts 31 ft. 
and 26 ft. respectively). 

Propane Quay: Length 142 m., depth 5.79 m. Bollards 46 m. apart. 
Dirty Ballast: Petrobras Terminal has tanks (capacity 4,500 cu.m.) for 
dirty ballast and contaminated oil. At Commercial Quay collected free 
of charge by road tankers. 

Also see “Report dated March 1993”. 

DENSITY: Salt water at entrance of the bar. Brackish water inside the 
Bay, which varies with the tides: At HW: between 1013 and 1024. 

At LW: between 1012 and 1013. 

FRESH WATER: 47 hydrants at 45m. intervals available along the 
quays, rate up to 27t.p.h. There is a water barge with capacity of 
400 tons., pumping rate of 150 t.p.h. It is recommended that vessels 
advise Agent of their requirements prior to arrival, as the delivery rate 
is very low at some berths. 

FUEL: Bunker C, fuel oil, diesel oil, Navy Special and all types of marine 
fuel available. Rate of supply for vessels at the Inflammables Quay: 
Diesel oil: 50 t.p.h. and fuel oil and mixtures: 200 t.p.h. 

Bunkering of vessels in the roads or berthed at the Commercial Qua’ 
is by private barge — Empresa Transportadora “Estrela” Ltda., 1 self- 
propelled barge for diesel oil, capacity 185 tons, rate of supply 70 t.p.h., 
1 dumb barge for fuel oil and mixtures, capacity 590 tons, delivery rate 
140 t.p.h. Requests for bunkers must be made 96 hours minimum in 
advance through the Agencies. 

FIRE PRECAUTIONS: Fire fighting facilities: 4 conventional fire-fighting 

tenders. 1 chemical spraying vehicle. 

CONSULS: /n Paranagua: 

Denmark — Avenida Gabriel de Lara, 1471. Tel: 422-0605 

Italy — Avenida Manoel Ribas, 317. Tel: 422-0045 and 422-0046 

Norway — Avenida Gabriel de Lara, 1471. Tel: 422-0605 

Paraguay — Rua Roque Vernalha, 428 

Portugal — Avenida Arthur de Abreu, 29-5° andar — Sala 5 

Uruguay — Rua Doutor Leocadio, 112 — Sala 102 

In Curitiba: 

Germany — Avenida Joao Gualberto, 1237. Tel: 52-4244 

Ar sags — Rua Marechal Floriano Peixoto, 228—8° andar — Conj. 803 
el: 23-5141 

Austria — Rua Marechal Floriano Peixoto, 228—-17° andar — Cjto. 1707 

Tel: 24-6795 
Bee — Rua 15 de Novembro, 297 — Sala 303. Tel: 23-3346 and 23- 
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Bolivia — Rua Presidente Faria, 334—4° andar — apt® 401. Tel: 22-4885 
El Salvador — Travessa Oliveira Bello, 67—1° andar. Tel: 22-0820 
Spain — Rua Visconde de Cerro Frio, 229 — Novo Mundo. Tel: 46-1714 
France — Rua Lourenco Pinto, 68. Tel: 22-4906 and 22-8866 
Honduras — Praca Rui Barbosa, 537. Tel: 24-9911 
Italy - Rua Barao do Cerro Azul, 198 2° andar. Tel: 22-3877 
Japan — Rua Marechal Deodoro, 51 6° andar — Conj. 601. Tel: 24-3861 
Mexico — Rua Comendador Araujo, 795. Tel: 22-0367 
Paraguay — Praca Osorio, Edificio ASA — 1° andar Sala 1002. Tel: 23- 
9010 — Ramal 45 
Peru — Rua do Rosario, 63. Tel: 24-2827 
Poland — Rua Agostinho Leao Junior, 234. Tel: 22-2472 
Portugal — Rua Marechal Deodoro, 126 — 8° andar. Tel: 22-4022 
Syria — Rua Ebano Pereira, 28 — 2° andar. Tel: 23-3875 and 24-6691 
Switzerland — Rua Marechal Floriano Peixoto, 228 — 8° andar Sala 807 
Tel: 23-7553 
Consulate General for the U.S.A. — Main office in Sao Paulo, Rua Padre 
Joao Manoel, 20. Tel: 37-5574. 
REPAIRS: Small structural and machinery repairs possible in the port. 
3 firms available. 
DRY DOCKS: None. 
SURVEYORS: Principal classification societies are represented in the 
town: 
Lloyd's Ropetet of Shipping; 
American Bureau of Shipping; 
Bureau Veritas; 
Nippon Kaiji Kiokai; 
Registro Italiano Navale; 
Germanischer Lloyd; 
Det Norske Veritas; 
Brazil Salvage S.A. 
Marine Surveyors: P & B — Consultoria Navel e Industrial Ltda. 
Inspect Consultoria e Peritagens Ltda. 


GANGWAY/DECK WATCHMEN: At least 1 watchman is compulsory 
on board every vessel alongside 24 hours per day. 


OPENING/CLOSING HATCHES: By stevedores. 
REPATRIATION: Possible. 


AIRPORT: Curitiba, 80 km. from the port for national connections. 
Paranagua, for medium distance carriers. Air taxi service also available. 


TIME: Local time 3 hours behind G.M.T. 


HOLIDAYS: National: 1st January; 21st April; 1st May; 7th September; 
2nd November; 15th November and 25th December. Local: 29th July 
and Corpus Christi (movable). 


POLICE/AMBULANCE/FIRE: Civil Police 422-0101 and 422-0172. First 
aid 422-0111. Fire 193. Maritime Police 422-0382. 


TELEPHONES: Request for installation should be made to the Traffic 
Section of the Port Administration. 

SERVICES: Cleaning services available. Electronic repairs possible. 
Rubbish collected daily from drums on quay. Deratting service available. 
Divers available. 

SHORE LEAVE: No restrictions. 

IDENTIFICATION CARDS: |.D. Card, Seaman's Book or Passport 
sufficient. 

DELAYS: Normally no delays. 


241 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


GENERAL: 
(%) Preferential Docking: Port Administration regulations for Preferential 
Docking are as follows: 
1. Preferential docking is granted to vessels operating with cereals and 
meats in bulk at the following berths equipped with special mechanical 
installations: 

Berth 1 — Vertical Silo, belonging to Port Administration 

Berth 2 — Vertical Silo, belonging to Soceppar 

Berth 4/5 — Horizontal Silo, belonging to Gransol 

Berth 6 -— Horizontal Silo, belonging to Sanbra 

Berth 12 — Horizontal Silo, belonging to Cargill 

Berth 13 — Horizontal Silo, belonging to Port Administration 
2. Preferential docking is granted to vessels discharging solid bulk 
cargoes (fertilisers, salt, minerals) using shore cranes and grabs at Berth 
11. Upon arrival of such vessels, should this berth be occupied, they 
may dock at any other berth, shifting to Berth 11 when it becomes 
available and only if Port Administration feel this necessary. 
3. Preferential docking is granted to vessels operating exclusively with 
containers at Berth 14. 
4. Preferential docking is granted to vessels operating exclusively with 
liquid gas and liquid bulk cargoes at the special inflammable berths. 
5. For vessels operating general cargo, docking will be granted at any 
berth according to time of arrival and in compliance with above 
mentioned preferentiai dockings. 
6. When a general cargo vessel docks at any preferential berth, this will 
be done on a conditional basis, having to vacate this berth upon arrival 
of any other vessel with preferential docking for that particular berth, 
provided there is another berth available. All expenses due to shifting 
will have to be paid by the interested party. 
7. Any vessels operating bulk and general cargo and docked at 
preferential berth will have to vacate this berth upon completion of 
loading/discharging the cargo, giving right to a preferential docking, if 
and whenever another vessel with the same rights should be awaiting 
this berth but only according to Clause 6. 

(a) Vessels docked at a preferential berth for a specific cargo may 
load/discharge simultaneously any other cargo provided this does 
not interfere or prejudice the loading of that specific cargo. 

(b) All vessels have a right to a maximum of three loading berths 
being allowed to shift from one berth to another without losing 
their priority and will do so according to Clause 6. 

8. All vessels are entitled to up to three dockings. 

(a) Only under special circumstances duly justified and only with the 
Port Administration consent may a vessel dock more than the 
times established in item 8. 

9. A vessel may only dock when its cargo is ready for shipment and 
port dues (export/import) are duly paid for up to the following 
percentages: 

(a) General and bulk cargo: 

1. Up to 50% of declared general cargo. 

2. Up to 50% of cargo declared at each loading berth. 

3. For the specific case of coffee the following percentages will be 
observed, duly verified by |.B.C. (Brazilian Coffee Institute): 
Up to 5,000 bags coffee declared 100% 
Up to 10,000 bags coffee declared 50% 
Up to 20,000 bags coffee declared 35% 
Up to 30,000 bags coffee declared 30% 
Up to 50,000 bags coffee declared 25% 
Up to 100,000 bags coffee declared 20% 
Over 100,000 bags coffee declared 15% 
For vessels arriving and initiating operations on a Monday 
morning or the day following a holiday, docking will be granted 
on a conditional basis, providing she has a minimum of 2,000 
bags of coffee ready for immediate operation and if by 1100 hrs. 
she did not fulfil above mentioned percentages she will have to 
undock having to cope with all expenses and placed at the end 
of the line of vessels awaiting a berth. 

(b) Above mentioned percentages may be altered by the Port 
Administration at any moment and at their discretion. 

(c) So as to be able to comply with mentioned rules, all agencies 
must declare, without forfeit, to the Port Administration when 
requesting normal docking or with priority, vessel’s complete 
bookings. 

(d) Any vessels not maintaining normal loading/discharging rates will 
hod pros to undock taking last place in line of vessels awaiting 

rth. 

10. After load/discharge operations are completed, any auxiliary 
operations will have to be carried out at anchor unless duly authorised 
by Port Administration. 

11. In order to provide proper service for vessel's discharge, all agencies 
are obliged to hand over to Port Administration vessel's cargo manifest 
and a non-negotiable copy of all bills of lading, as well as furnishing 
time of arrival and any alteration of same. 

12. Any vessels undocking voluntarily due to lack of cargo will maintain 
first place in line of vessels awaiting berth. 


DEVELOPMENTS: New quay with length 350 m. and depth 13.0 m. to 
be constructed. These new berths will provide one additional berth for 
bulk carriers and one berth for container vessels. 
Terminal Maritima Cattalini: Under construction. Facilities consist of a 
private pier with berthing length of 280 m. and 15 tanks (36,000 cu.m.) 
for vegetable oil and chemicals. Loading/discharge rate of 400 t.p.h. — 
700 t.p.h., depending on product and vessel. Depth 37 ft. Also see 
“Report” — dated March 1993. 

A shiploader rated at 1,500 t.p.h. (heavy grain) with travel of 175 m. 
is available, and an additional 2 shiploaders (1,500 t.p.h.) are under 
construction. 
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REPORT: March 1993. 


The following was received by a tanker operator from an Agent in 


Paranagua. 

LPG Berth Name: 
Length: 

Berth Operator: 
Vessel’s Max. LOA: 
Maximum Beam: 
Displacement: 


Max. Draft allowed: 


Minimum Depth 
at Berth: 


Minimum Depth in 
Approaches: 


Water Density in 
Approaches: 
Manoeuvres: 


Bunkering: 


Fresh Water: 


Distances: 


Type of Berth: 
Minimum Size of 


a Vessel: 
Distances: 


Grades of Cargo 
Handled: 

Lighterage: 

Dirty Ballast: 


Slops Acceptance: 
Towage: 


Air draft: 
Pilotage: 


Storage: 


Arm Configuration: 


Size of Connections: 


Density at Berths: 


Petrobras Pier and/or Inflammables Terminal. 
184 m. external side, and 174 m. internal side. 
Petroleo Brasileiro S/A — Petrobras. 
196 m. external side, 176 m. internal side. 
There is no official beam restrictions, but it is 
recommended to limit this to 40 m. 
Restricted to the size and draft allowed for the 
vessels. 
Approach Channel “Galheta”: 
H.W. L.W. 
Daytime 11.00 m. (37 ft.) 9.45 m. (31 ft 
Night-time 9.45 m. (31 ft.) 8.23 m. (27 ft. 
Petrobras Pier/Inflammables Terminal: 
Ext. side 9.90 m. (32.5 ft.) 8.83 m. (29 ft 
Int. side 8.53 m. (28 ft.) 7.01 m. (23 ft 
As the depths in the dredged channel, 
manoeuvring basin and alongside the Pier/ 
Docks, vary from time to time, the Captain of 
the Port, periodically issues notices giving the 
maximum draft permitted for navigation. 
10.04 m. (33 ft. 00 in.) 
1.21m. (4 ft. 00 in.) 
8.83 m. (29 ft. 00 in.) 


10.66 m. (35 ft. 00 in.) 
1.21m. (4 ft. 00 in.) 
09.45 m. (31 ft. 00 in.) 


External side 
U.K.C. 
Max. Draft allowed 


U.K.C. 
Max. Draft allowed 


1016 (Brackish). 
Berthing/unberthing manoeuvres are allowed 
at night, but conditional on draft limitations and 
high tidal times. 
In a variety of grades (FO/IFO/MDO/GO), 
bunkering is carried out at the Inflammables 
Terminal, through the 12 in. pipelines of the oil 
companies, and at the rate of 30 t.p.h. 
Bunkers could also be supplied by a 500 ton 
dumb barge; at a loading rate of 170 tons or 
more per hour. 
Obtainable from hydrants lined up in the pier 
at a loading rate of 10 t.p.h. 
Vertical distances from ship's manifold to 
water line: 

Minimum 20.00 m. 

Maximum 25.00 m. 
Pier — Affording the simultaneous berthing of 
two oil tankers. 


No official restrictions. 
Maximum distance ship's bow to centre 
manifold (SCM) 92 m. 
Maximum distance ship’s stern to centre 
manifold (SCM) 92 m. 


FO/IFO/MDO/DO/GO/Nafta/Kerosene/LPG. 
Not available for liquified gas. 

May be received. Storage with capacity of 
5,000 cu.m. 

May be accepted, arrangements should be 
made in advance directly with Petrobras. 
Presently Paranagua has 6 tugs, as listed 


below: 

Name H.P. Bollard Pull 
(tons) 

Centaurus 2,170 33.4 

Pegasus 2,170 33.4 

Galahad 3,000 35.4 

Excalibur 3,000 35.4 

Lagoa Gaucha 2,100 30.0 

Lagoa Mineira 2,100 30. 

No restrictions. 


Pilotage is mandatory from the pilot buoy, 
which is a distance of some 18 miles from the 
harbour. The pilots are normally picked-up (or 
dropped) within a one-mile radius area, its 
centre corresponding to the coordinates 
26° 37’ 00" S., 48° 15’ 30” W. (see Brazilian 
Nautical Charts No. 1820/1821/1822/1823). 
The pilot boarding station is radioed through 
VHF Channels 12 and 16. Pilots are normally 
requested by the ship's Agents some 4 hours 
prior to the ship's arrival at the pilot buoy. It is 
therefore advisable that vesse!s send their 
ETA to the Agents at that area. 
Storage available ashore: 
LP’ 


G - 7,317 tons 
MFO — 5,886 tons 
Gas Oil — 38,000 cu.m. 
Nafta — 37,433 cu.m. 

— 19,000 cu.m. 
Av. Kero — 28,000 cu.m. 
OC2A — 23,923 cu.m. 


The storage ashore for LPG is pressurised. 
According to Petrobras, both arm 
configurations for loading/discharging are 
available. 

Liquid 8 in. and 10 in. Vapour 6 in. 

1016. 


Usual cargo documents, as well as vessels 
certificates are required by Port Authorities. 
Additional Information: We have been informed by Petrobras that 
there is no specific system for emergency shut 
down. Escape could only be made by walking 
along the quay extension (800 m.), or by sea 
with the assistance of tugs, which may be 
employed in firefighting and salvage 
operations. 


Documentation: 


AUTHORITY: Capitania dos Portos do Estado do Parana, Rua Benjamin 
Constant 535, Paranagua-PR. CEP. 83.220 Brazil. Tel: 422-3033. 
Contact: Captain Ronald Cardoso Guimaraes, Port Captain. 
Paranagua Port Authority Benjamin Constant 707, Paranagua-Re, 
CEP 83.200 Tel: (041) 422-3223. 
Administracao dos Portos de Paranagua e Antonina, Av. Governador 
Manoel Ribas, S/No. Paranagua, Brazil. Tel: 422-3311, 422-0282. 


PELOTAS: 31.47 S. 52.20 W. (See Plan) 


LOCATION: The port is located on the Northern edge of the Sao 
Goncalo channel. 

APPROACHES: The access channel is 80m. wide with a depth of 
5.1m. 

PILOTAGE: Available through Associacao dos Praticos da Lagoa dos 
Patos — Rua General Bacelar, 444 Rio Grande — RS. Tel: 21349. 
TUGS: Delegates Services Administration tugs are used. 

BERTHING: Manoeuvring basin: 120 m. wide, depth 5.1 m. 

Quay: 500 m. long, depth 2.5 m. 

CRANES: 2 mobile cranes, with capacities of 50 tons each. Twelve 
stacker trucks with 1.8 tons capacity each. 

BULK HANDLING FACILITIES: One Samrig type silo with a capacity 
of 6,880 tons. 

STORAGE: 3 warehouses with an area of 7,160 sq.m., 6,000 sq.m. of 
covered nis and 1,160 sq.m. of open storage available. 

FRESH WATER: 7 hydrants spaced 65 m. apart with a discharge rate 
of 18 t.p.h. 

FUEL: Available. 

CONSULS: Italy (Consular Agency) and Portugal (Vice-consul). 
AIRPORT: 10 km. distant. 

TIME: GMT minus 3 hours. 

HOLIDAYS: National: 1st January, 21st April, 1st May, 7th September, 
12th October, 15th November and 25th December. 

Regional: 2nd February. 

Movable: Monday and Tuesday of Carnival, Ash Wednesday, Good 
Friday and Corpus Christi. 

Commemorative Days: 28th August (Banks), 28th October (Public 
Officials), 30th October (Commercial) and 2nd November (All Saints). 
AUTHORITY: Porto do Pelotas, Rua Conde de Porto Alegre, 1. 96.100 
- Pelotas — RS. Tel: (0532) 22.1125 and 22.1134. Contact: Engineer 
Jose Fernando Marques Ripoll, Harbour Manager. 


PONTA DA MADEIRA: 02.34 S. 44.23 W. (See Plan) 


LOCATION: The Ponta da Madeira Terminal is located on the East side 
of the Sao Marcos Bay, on Sao Luis Island, in the following position: 
Lat. 02° 34’ S., Long. 44° 23’ W. 

The Terminal is located approximately 8 km. South of Sao Luis City, 
which is the capital of the State of Maranhao. The Terminal is connected 
by highway to the city. 

The Ponta da Madeira Terminal belongs to and is administered by 
Companhia Vale do Rio Doce. 

The Terminal loads ore from Serra dos Carajas, which reaches the 
Terminal by means of the Carajas Railway. 

The Terminal’s main installations are as follows: 

Car Unloading Station, 

Stockpile Area, 

Screening and Crushing Station, 

Sampling and Weighing Stations, 

Shiploader Dock, 

Tug Berth, 

Industrial and Administrative Buildings. 

UMENTS: Crew members and passengers can only disembark 
after the ship has been visited and cleared by Customs and Federal 
Police Officers. 

Required documents for such inspection are as follows: 

Customs; 

_Crew List, including each crew member's job title, place and date of 
birth and identification document's number. 

Ship's Supplies and Spare Parts List. 

Personal Effects List (personal items and baggage). 

List of Passengers in transit or disembarking, including ship's name, 
Passenger’s name, place and date of birth. 

Stores List. 

Maritime Police: 
General information concerning the ship. 
Complete Crew List, including each crew member's name, passport 
number or identification document's number, citizenship and date of birth. 
List of Guns on Board. 
List of Narcotics on Board. 
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Complete list of passengers, including passenger's name, passport 
number, citizenship and date of birth. 

List of Stowaways, if any. 

Passengers and crew members must have valid passports to receive 
authorisation to land. 

Ship Masters shall warn all crew members that Brazilian Laws are 
very strict in every aspect concerning smuggling and that such laws are 
strictly enforced by Customs Officers. 

Masters shall make sure that all items, except cigarettes, tobacco, 
alcoholic beverages and personal souvenirs are stored in a room, which 
will be sealed by Customs Officers, during ship's stay at the Ponta da 
Madeira Terminal. 

Also see “Health”. 

After Port Authorities clearance, the ship's holds will be inspected by 
the Terminal’s and Master's Representatives. Therefore, the ship's holds 
must be completely dry, clean and ready to be loaded, so that loading 
may be authorised. 

Should the ship's hold be in a satisfactory condition, the corresponding 
“Inspection Certificate” shall be signed by the Terminal’s and the 
Master's Representatives. Otherwise the Notice of Readiness will be 
invalid until the ship is presented in compliance with all conditions. 

Ore/oil and OBO ships shall present the Gas Free Certificate to the 
Loading Inspector immediately after docking. Such certificate will be 
\pouee by the Ship Master or by an Inspector accredited by the Ship 

ner. 
APPROACHES: Access Channel: The Ponta da Madeira Terminal's 
Access Channel starts approximately 12 miles south of the light float 
BFS. It is 55 miles long, lies in a general south - southwest direction, 
and is divided into the following sectors: 

From Buoys No. 1 and 2 up to No. 6 — 7.6 miles long in the direction 
208° — 028°. 

From Buoy No. 6 up to after No. 14 — 11.6 miles long in the direction 
238° — 058°. 

From Buoy No. 16 up to Nos. 19 and 24 — 33.6 miles long in the 
direction 213° — 033°. 

The channel's width is 1,000 m. along almost its entire extension, 
except for the sectors below, which have a minimum width of 500 m.: 

From Buoys No. 1 and 2 up to Nos. 3 and 4. 

From Buoys No. 5 and 10 up to Nos. 7 and 14. 

Between Buoys No. 15 and 22. 

The channel's minimum depth is 23 m. (75.5 ft.). 

NOTE: The Access Channel is being dredged to the minimum depth 
of 23 m. 

From April, 1986 onward, the minimum depth of the whole Access 
Channel will be 23 m. 

Turning Basin: The Turning Basin is limited by the berth to the East, by 
the parallel 02° 34.5’ S. to the South, and by Buoy Nos. 23 and 25 to the 
West. The Turning Basin is 0.8 miles wide and approximately 2 miles long. 

The Turning Basin's depth varies from 23 m. in the docking area to 
35 m. close to Buoy No. 25. The bottom is generally sandy. 

Depths: |n the area corresponding to the channel's first sector, between 
Buoy Nos. 1 and 6, the lowest depths shown outside the channel are 
16.9 m. at 350m. N.W. of the channel’s West bank and 17.9 m. at 
600 m. E.S.E. of its East bank. Ships entering the channel, if they expect 
to pass by loaded ships leaving, may navigate out of and close to the 
channel, being aware of the depths indicated on the Nautical Chart 
No. 410. 

Breakwaters: 2 breakwaters have been built, in order to lessen the tidal 
streams in the ships manoeuvring and docking area. The South 
Breakwater is 312m. long, from Ponta da Madeira, and the North 
Breakwater is 980 m. long starting at Boqueirao Beach. 

The North Breakwater is now L shaped with full length reduced by 
150 m. The South Breakwater has had its outer 130m. lowered to 
2.75 m. depth below the water. Both modifications have improved the 
docking conditions. (See “Plan’’). 

PILOTAGE: Pilotage is obligatory in the Sao Marcos Bay area, between 
the Pilot's waiting point and any docking and mooring point. 

The Pilot shall be requested, via Embratel's Coastal Radio Stations, 
through the ship's Agent 48 hours in advance, specifying: Ship's arrival 
time, boarding point and the type of pilotage required. The request shall 
be confirmed 4 hours in advance. 

There is a Pilotage Office at the Terminal, equipped with VHF radio 
and telephone. The office of the Sao Marcos Bay Pilots Association is 
located at Rua Edmundo Calheiros No. 699-SLS 06-E 07, Bairro de Sao 
Francisco. Tel: (098) 227-1828. 

The Pilot boarding Point (as shown on Nautical Chart No. 413) is in 
the following position: Lat. 02° 28.9’ S., Long. 44° 22.2’ W. 

At night, the pilot boat will display lights in accordance with 
international regulations. 

NAVIGATION AIDS: Radio Beacons: The following Radio Beacons are 
in operation in the area: 
Location 

Sao Marcos Lighthouse 


Characteristics 
RC 300 kHz — continuous. Modulation 
A2A and A3E Signal — SM Location — 
Lat. 02° 29’ S., Long. 44° 18’ W. 
RC 320 kHz — continuous. Signal — Al. 
Location — Lat. 01° 17’ S., Long. 
44° 54'W. 
RC 280 kHz — continuous. Signal — SLI. 
Location — Lat. 02° 35’ S., Long. 
44° 14'W. 
For ships approaching, the Radio Beacon installed in the Sao Marcos 
Lighthouse shall be used. 
Racon: A Racon is installed in the Sao Marcos de Fora Light Float (BF3), 
operating in the “X” and “S" bands, symbol “C” — “Charlie”, active 
18 secs. and inactive 12 secs. 
Racons on lighthouses: 
Pirajuba: Symbol “Z” — Zulu. 
Aracagi: Symbol “Q” — Quebec. 
Santana: Symbol “B” — Bravo. 


Sao Joao Lighthouse 


Sao Luis Airport 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Lighthouses: The following lighthouses are presently in operation in the 
Sao Marcos Bay area: Sao Joao, Mangunca, Pirajuba, Pirarema, 
Alcantara, Ilha do Medo, Ponta de Areia, Sao Marcos, Aracagi and 
Santana. 

In addition to these, the Sao Marcos de Fora Light Float is installed 
close to the channel's entrance (Lat. 01° 34.92’ S., Long. 43° 50.5’ W.). 
Length 17.0 m., beam 6.7 m. and focal height 14.0 m. 

The location and characteristics of these lights are shown on Nautical 
Charts and also in the light lists. 

Lighted Buoys: The access Channel, the Turning Basin and the Inner 
Anchorage Area are marked by 28 lighted buoys with radar reflectors. 
ANCHORAGES: Outer Anchorage Area: If all points of the inner 
anchorage and intermediary anchorage areas are occupied, vessels 
must anchor in the outer anchorage area located N. and N.E. of Buoy 
No. 2 at the Access Channel's entrance. 
Intermediary Anchorage Area: \f vessels coming to the Terminal cannot 
anchor in the inner anchorage areas, they must anchor at the 
intermediary anchorage area when they are in ballast condition and have 
a draft of less than 14.0 m. The intermediary anchorage area is located 
in the Northwest part of the channel, between the bias of Buoys No. 6 
and 10, and forms a square of about 5 miles per side. 
It lies within the co-ordinates given below: 

(a) Lat. 01° 55’ 45" S. Long. 43° 59’ 48” W. 

(b) Lat. 01° 51’ 48" S. Long. 44° 02’ 42” W. 

(c) Lat. 01° 49’ 12” S. Long. 43° 58’ 24” W. 

(d) Lat. 01° 53’ 18” S. Long. 43° 55’ 36” W. 

The bottom of this anchorage area is covered by sand and fine sand 
with rock fragments. 

Inner Anchorage Areas: Two anchorage areas, called “Alfa” and 

“Charlie” are available to vessels waiting to berth: 

(A) Area “Alfa” is intended for anchorage of vessels with a draft of over 
11.0 m. that must reach it at ebb tide. It is located in the West of 
the channel, close to Buoys No. 17 and 22, between the coordinates 


given below 

(a) Lat. 02° 22' 05" S. Long. 44° 20' 25" W. 
(b) Lat. 02° 22’ 51” S. Long. 44° 19’ 22” W. 
(c) Lat. 02° 24’ 30” S. Long. 44° 22’ 10” W. 
(d) Lat. 02° 25’ 17” S. Long. 44° 21' 09” W. 


(B) Area “Charlie” is intended for anchorage of vessels with a draft of 
less than 11.0 m. It is located East of the channel, close to Buoys 
No. 19 and 24, within the coordinates given below. 
(a) Lat. 02° 27’ 12” S. Long. 44° 17’ 08" W. 
(b) Lat. 02° 25’ 23” S. Long. 44° 18’ 20” W. 
(c) Lat. 02° 26’ 44” S. Long. 44° 18’ 35” W. 
(d) Lat. 02° 22’ 49" S. Long. 44° 14’ 10” W. 

The bottom of this anchorage area is covered by fine, medium and 
coarse sand. 

RESTRICTIONS: The ships shall arrive at the Terminal with a draft 
compatible with docking, in accordance with the shiploader’s normal 
pation with a max. air draft of 22.4 m. The draft marks shall be clearly 
visible. 

Geahy The min. depth along the dock’s berthing face is 23 m. 
HEALTH: Free Pratique and Quarantine: Should a ship be in a 
satisfactory sanitary condition, the Master may request Free Pratique 
from the Maritime Authority at least 48 hours prior to the ETA. 

After receiving Free Pratique, the ship may be visited in the Inner 
Anchorage Area if the ship has to wait before docking or, otherwise, 
after docking. In the latter case, the ship may be loaded after the 
Authorities visit. 

The following documents must be submitted to the Port Health 
Officers: 

Health Certificate, filled out in accordance with Sanitary Regulation 
No. 2 issued by the World Health Organisation. 

Ship's medical records. 

Crew and passengers vaccination certificates against yellow fever as 
well as their passports or identification papers. 

Complete Crew List. 

Free Pratique request. 

List of passengers in transit or disembarking. 

The Ship's Master shall be ready to present, upon request, Derat or 
Exemption Certificates and the Health Certificate issued by the 
authorities at the last port of call. 

Should the ship's sanitary conditions be considered unsatisfactory, 
the ship must wait in the Quarantine Anchorage area indicated by the 
Port Captain. In this case, the quarantine (“Q’’) flag must be continuously 
displayed, in accordance with International Signal Code. In this case, 
the ship's personnel cannot land. 

Quarantine Anchorage Area: Lat: 02° 35’ 24” S. Long: 44° 23’ 18” W. 
RADIO: Long distance radio communication shall be done via Embratel, 
by contacting one of the RENEC — National Coastal Station Networks, 
with priority and in the frequencies indicated below: 

PPL (Belem), on 8, 12 and 16 MHz. 

PPO (Olinda), on 8, 12 and 16 MHz. 

PPR (Rio de Janeiro), on 8, 12, 16 and 22 MHz. 

, pos ETA shall be based on the Sao Luis legal time (GMT minus 
jours). 

Arrival Advice: The following arrival information shall be transmitted, 

through the Coastal Stations to the Ponta da Madeira Terminal and to 

the Ship's Agent. 

15 days before the estimated date of arrival, or when leaving the last 
port of call, for trips shorter than 15 days, inform the ETA. 

5 ee before the date of arrival, inform: 

Cargo Plan and Loading Sequence. 

Arrival Draft and Departure Draft. 

Air Draft. 

Deballasting Time. 

Required Quantity of Fresh Water (150 ton maximum). 
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48 hours before arrival, inform the Port Captain: 
ETA. 
Free Pratique request or Quarantine Message. 
Request instructions concerning Anchorage Area. 
24 hours before arrival, inform: 
ETA 


Any modification concerning prior messages. 
Gas Free Condition. 

At least 4 hours before arrival, vessel shall contact Station PPB Sao 
Luis Radio (4,143.6 kHz), and the Ponta da Madeira Terminal (calling 
Channel 16-156.80 MHz, working — Channel 12-156.60 MHz. and 
Channel 13-156.65 MHz.) and the Ship's Agent. 

VHF: See “Radio” and “Tugs”. 
TUGS: 236 ton bollard pull, 1 x 25 ton bollard pull and 2x 18 ton bollard 
pull. 4x40 ton bollard pull tugs under construction. 

Tugs must be used for turning, docking and undocking manoeuvres 
by ships operating at Ponta da Madeira Terminal. 

The ship's lines will be passed to the tug’s release hooks during the 
manoeuvres. 

Communications between the tugs and the Pilot shall be done via 
VHF Channel 13 (156.65 MHz.). 

The tugs and the mooring boats are operated by the Servedoce 
Consortium. 

BERTHING FACILITIES: The berthing dock has been designed to 
operate with. 20,000 d.w.t. to 280,000 d.w.t. ships. 

The Terminal’s Administration must be previously consulted about 
operation with ship's above 280,000 d.w.t. and below 20,000 d.w.t. 

The dock lies in the North-South direction, and it is approximately 
200 m. from Ponta da Madeira’s West end. 

The dock’'s structures are made of reinforced concrete, supported by 
concrete piles with metallic sleeves, distributed as follows: 

4 breasting dolphins. 

6 mooring dolphins. 

Shiploader's runway. 

Support of the shiploader’s pivot. 

Access bridge, service road and walkways. 

The 4 breasting dolphins are located in front of the shiploader’s runway 
(170 m.). The mooring dolphins, 3 to the North and 3 to the South, are 
inside the berthing line. The total distance between the outer mooring 
dolphins, in the North-South direction, is 490 m. The elevation of the 
breasting dolphins floor is +11.60 m. and that of the mooring dolphins 
is +11.0 m. in relation to the Tidal Datum shown on Chart No. 413. 
Shiploader: The Terminal is equipped with a linear type shiploader with 
the following characteristics: 

Nominal loading capacity 16,000 t.p.h. 

Width of the belt conveyor 2,200 mm. 

Maximum range from the docking alignment 46.30 m. 

Boom elevation in the horizontal position 35.50 m. 

Transverse travel 244.00 m. 

Slewing angle (for each direction) 46° 56’ 42.5” 

Vertical inclination angles +20.43° and —21.74° 

Maximum air-draft 22.40 m. 

Fenders: The 4 breasting dolphins are equipped with floating cylindrical 
rubber fenders, 7.5 m. long and with a diameter of 3.50 m. 

Mooring Equipment: The 4 breasting dolphins are equipped with 2 sets 
Me 3 quick release hooks for 80 tons each and a capstan to hoist mooring 
ines. 

The 6 mooring dolphins are equipped with 1 set of 4 quick release 
hooks for 100 tons each and a capstan to hoist mooring lines. 
MOORING/UNMOORING: Manoeuvres: In the Turning Basin, it is 
recommended that ships over 100,000 d.w.t. manoeuvre only when the 
tidal streams are below 3 knots. Ships under 100,000 d.w.t. may 
manoeuvre with streams up to 4 knots. 

Docking and undocking manoeuvres shall be done at low speed, 
preferably in countercurrent direction. 

The mooring lines must be sufficiently long to reach the most distant 
dolphins. 

are must be taken with mooring lines passing from ship's stern to 
the mooring boats, in order to avoid accidents with the propellers of the 
ship and the boats. 

Ponta da Madeira Terminal’s personnel are available and qualified to 
handle the ship’s mooring lines during docking and undocking 
manoeuvres. 

The anchor on the ship's dock side shall be kept in the hawsepipe, 
in order to protect the dock’s structure. 

All work required during ship's docking, loading and undocking 
operations, as well as those of opening and closing hatches and cleaning 
the ship's decks shall be done by the ship's crew members. It is strictly 
forbidden to throw garbage or wastes overboard. 

The ship shall dock with enough ballast to permit the start of loadi 
operations immediately thereafter, within the maximum. air-dral 
condition of 22.4m. Deballasting shall be done during the loading 
operation, at compatible flow rates, observing the air-draft limit. 

The ship shall dock with the hatches open for the loading operation. 
Should it be raining, the Ship's Master shall wait for the Terminal 
Administrations's instructions to open the hatches. 

The gangway ladder shall be ready to be placed on the dolphin, during 
the docking operation. 

Soon after mooring, gangway must be lowered from the ship to the 
dock and ratguards must be placed on the mooring lines. 

While docked, the ship's engines shall remain on stand-by and ready 
for use. Any maintenance operation which may interfere with this 
condition can only be performed after Terminal Administration's 
authorisation. 

Immediately after docking, the Loading Plan and Loading Sequence 
must be formally presented to the Terminal's Loading Inspector. 

Ships are recommended to dock starboard side to in order to keep 
the bow to the North, thus avoiding a turn after undocking. 

During the docking operation, deballasting can only be done after the 
Loading Inspector's authorisation. 


Repair work in the deck area which may affect the loading operation 
is not allowed. 

Moored ships shail be in conditions considered as satisfactory by the 
Master, Pilots and by the Terminal. 

Mooring lines must be permanently tended so as to keep the ship in 
position. Mooring lines must be conveniently taut at all times. 

All cables with similar functions, breast lines, spring lines and head 
lines shall always be of the same type, size and material. 

If fibre tails are used on the wires, the same size and type of tail shall 
be used on all lines run in the same direction. 

Undocking: In order to make the ship's docked period of time as short 
as possible, long before the loading operation is completed, the following 
shall be planned: 

The Pilot's boarding. 

The tugs shall be ready. 

The mooring boats shall be ready. 

The mooring personnel shall be ready at the dock. 

The water hoses shall be disconnected. 

All supplies needed shall be taken on board. 

The gangway ladder shall be removed. 

The mooring lines shall be loosened. 

In respect to the departure draft, the Port Captain's requirements must 

be strictly observed. 
LOADING: On rainy days, only the hold being loaded shall be open. 
Should the Terminal Administration consider the rain too heavy, the 
loading operation may be interrupted. In this case, the hold shall be 
covered. 

Ore distribution in the ship's hold is entirely the Master's responsibility. 
The Master shall send a representative to observe the loading operation. 

The Master shall control the ship's draft, mainly during the final loading 
stages. 

the total cargo loaded will be determined by the ship's displacement. 

Shiploading operations are performed around the clock, Saturdays, 
Sundays and Holidays included. 

When the loading operation is completed, the ship shall undock soon 
after the checking. Ships cannot remain docked under any 
circumstances, unless otherwise authorised by the Terminal 
Administration. 

MEDICAL: Sao Luis has hospitals prepared for emergency treatment. 
DENSITY: 1017.6 at LW. 1019.3 at HW. 

FRESH WATER: At the Agent's request, the Terminal may supply fresh 
water up to a limit of 150 metric tons per ship, at a rate of 20 t.p.h. — 
40 t.p.h. Hose connectors with a diameter of 2.5 in. are available on the 
breasting dolphins. 

FUEL: The Terminal do not plan to provide bunkers to ships. Petrobras 
may fuel undocked ships by means of two barges with a capacity of 
800 cu.m. each. The Ship’s Agent shall request bunker services. 

FIRE PRECAUTIONS: The Terminal has a Fire Brigade, duly equipped 
and trained for fire fighting. There are hydrants and fire fighting guns at 
the docks. 

The tugs operating at the Terminal are equipped to fight ship’s fires. 

Should a fire occur on board, the ship must undock, for safety. 
Therefore, while moored, the ships must always have 2 towing cables 
lowered, one fore and one aft, on the offshore side, with the eyes about 
ie above the water. Thus, during an emergency, tugs may undock 
the ship. 

The fire brigade personnel are not trained to fight fires on board. The 
Terminal shall not be deemed responsible for any kind of loss and/or 
damage to the ship's equipment or injury to personel. 

REPAIRS: Minor repairs possible at Sao Luis. 

SURVEYORS: There are no classification society surveyors in Sao Luis. 
REPATRIATION: Possible. 

AIRPORT: Tirical Airport is 26 km. from the Terminal and provides 
Lm jet connections to several Brazilian cities. 

TIME: GMT minus 3 hours. 

Note: From November 2nd to March 1st, daylight saving time (GMT 
minus 2 hours) may be adopted throughout Brazil. 

EMERGENCY CO-ORDINATION CENTRE: The Brazilian government, 
complying with the 1979 Rescue and Salvage International Convention, 
and its corresponding duties, requests all foreign ships entering South 
Atlantic to send information concerning their navigation to 
COMCONTRAM (Command of the Merchant Ships Traffic Naval 
Control) through EMBRATEL’s Coastal Station Network in accordance 
with PORTOMARINST No. 337801-A, dated January 3rd 1983, by Ports 
and Coasts Directorship. 

Foreign ships in operation in Brazilian waters, as well as Brazilian 
ships, must report their course. 

SHORE LEAVE: Possible. 
GARBAGE DISPOSAL: No facilities available. 
WASTE OIL DISPOSAL: No facilities available. 
SEAMAN’S CLUBS: None. 
Full facilities available in Sao Luis (10 km). 
CURRENCY: The local currency is the Cruzeiro. 
WEATHER/TIDES: Meteorological Conditions: Local climate, in 
accordance with the Koppen classification, is the Aw type, i.e., tropical 
with only one rainy season (from December to May). 

Temperature varies throughout the year between 23°C. and 31°C. and 
'S usually around 27°C. 

The relative humidity is evenly high throughout the year. The monthly 
average varies from 75% to 85%. 

The mean annual rainfall is 1,944 mm. During the rainy season, the 
monthly average is 325 mm., with 15 rainy days per month. In the dry 
Season (April to November), the monthly average is 50 mm., with 5 rainy 
days per month. 

Winds blow predominantly from the N.E., with a frequency of 25%. 
The velocity and freqency of the winds are as follows: 


Beaufort Scale 2 (4 to 6 knots) 39% 
3 (7 to 10 knots) 31% 
4(11to 16 knots) 15% 


5 (17 to 21 knots) 1% 
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Visibility is usually good in the Sao Marcos Bay area. The occurrence 
of fog is very rare. However, some mist may occur, which brings a slight 
reduction in visibility. 

The Sao Marcos Bay area is not subject to hurricanes or tornadoes. 
Heavy but short rain storms, however, are common in the rainy season. 

Weather forecasts are broadcast by Belem Radio — PPL — Coastal 
Station at the following times: GMT 0130, 0800 and 1930; The station's 
frequencies are 4,265.0 kHz, 8,502.0 kHz and 12,979.5 kHz, in A1. 

The PPL station operates on 4,125 kHz in A3J (telephone 
communication). 

Tides: The Sao Marcos Bay has semi-diurnal tides. 

The tide tables issued by the Diretoria de Hidrografia e Navegacao 
for the Itaqui Port shall be used. The Itaqui Port is approximately 
1,200 m. South of Ponta da Madeira. 

Based on measurements taken at Itaqui Port, the following data was 
collected: 

HAT (Highest Astronomical Tide) 7.00 m. 

MHWS (Mean High Water Springs) 6.27 m. 

MHWN (Mean High Water Neaps) 5.02 m. 

MSL (Mean Sea Level) 3.43 m. 

MLWN (Mean Low Water Neaps) 1.84 m. 

MLWS (Mean Low Water Springs) 0.59 m. 

LAT (Lowest Astronomical Tide) 0.20 m. 

HWF&C (High Water Full and Change) 7 h. 21 m. 

The tides phase and height vary along the Access Channel. In the 
channel's initial sector, around Buoys No. 1 and 2, tides occur 
75 minutes before Itaqui and the height is 60% of the tide height in the 
Itaqui Port. 

Nautical Chart No. 410 presents instructions for tide forecasting along 
the Access Channel, in relation to the Tide Forecast for the Itaqui Port. 
Tidal Streams: The water flows in the Sao Marcos Bay are governed 
by the tides. Predominant winds, due to their medium force, only cause 
small deviation in the tides induced streams. 

The minimum stream velocities occur at slack water, and the 
maximum occurs 3 to 4 hours after high tide and 2 to 3 hours after low 
tide. 

The stream flows N. and N.E. during ebb tide and, after slack water, 
their direction is reversed flowing S. and S.E. during flood tide. 

In the Turning Basin, the flood tide streams vary from 4.3 knots at 
spring tide to 3.7 knots at neap tides. Ebb tide streams vary from 
5.1 knots at spring tides to 4.2 knots at neap tides. 

Nautical Chart No. 413 presents tables which enables the navigator 
to forecast streams, direction and velocity in the Turning Basin, as a 
function of the Tide Forecast Table for the Itaqui Port. 

In the Access Channel, the stream flows in the direction 040°-220° to 
060°-240°, at velocities as high as 2.5 knots. Currents flow faster inside 
the Sao Marcos Bay, reaching 5.1 knots in the Turning Basin. 

Waves: Waves, in that area, are caused by local winds. In the Turning 
Basin Area, waves of 1.10 m. in periods of 6.0 seconds may occur. 
GENERAL: Power Supply: Power will not be supplied to ships by the 
Terminal. 

Supplies: The Agent must provide supplies for the ship. Supplies must 
be embarked before the end of shiploading or while the ship is undocked. 
Garbage: The Terminal is not equipped to receive garbage from the 
ships. 

Dirty Ballast or Oily Residues: Terminal is not equipped to receive dirty 
ballast or oily residues. 

Cleaning Tanks: The Terminal’s personnel are not available to clean 
holds. This service is controlled by the Maritime Labour Office by means 
of qualified companies. 

Crew, Passengers and Visitors on Board: Authorisation for shore leave 
shall be given by the Ship's Master, after clearance by Port Authorities. 

Crew members must carry their personal identification documents 
whilst ashore. 

Only those persons duly authorised by the Terminal Administration 
may have access to the docks. 

Crew members leaving the Terminal may use taxis requested by 
means of the Terminal’s Guard Service. Private cars may not circulate 
in the Terminal’s area. 

Pollution: Brazilian laws are very strict in respect to action which may 
cause pollution. Restrictions, penalties and fines are stated in the laws. 
While ships are docked, neither blowing of tubes nor tank washing is 
allowed. 

Authorities: All ships bound for Ponta da Madeira Terminal will be 
boarded as soon as possible in the Inner Anchorage Area or soon after 
docking, by the following Authorities representatives: 

Port Health Officers. 

Customs Officers. 

Federal Police (Immigration) Officers. 

Such Officers will visit the ship before loading operations are 
authorised, at any time of day or night, Saturdays, Sundays and Holidays 
included. 

These Authorities keep offices for their representatives within Ponta 
da Madeira Terminal’s area. 

Docking Time: Docking time is considered as the time when, after 
passing the cables, the gangway ladder is lowered to the dock. 

Notice of Readiness: As ships arrive, if they have to wait in the Outer 
Anchorage Area, they shall, soon after anchoring, send the Notice of 
Readiness to the Agent, who will send the communication to the 
Terminal. When ships go to the Inner Anchorage Area or directly to the 
Terminal, the Notice of Readiness communication shall be sent as the 
ships pass by parallel Lat. 02° 31’ 18” S. 

Nautical Charts: The Access Channel, the Turning Basin, the anchorage 
area and the berthing dock are included on the following Nautical Charts: 

Diretoria de Hidrografia e Navegacao (DHN) — Brasil, Charts Nos. 
400, 410 411, 412 and 413; 

United States Hydrographic Office — HO, Charts Nos. 24.270 and 
24.271. 

British Admiralty, Charts Nos. 3958 and 535. 
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On Nautical Charts issued by the Brazilian Navy, depths are 
indicated in metres and are referred to the Tide Datum level adopted 
for the chart of largest scale. 


SHIPMASTER’S REPORT: January 1990. 
Vesse/: OBO 170,000 d.w.t. 

Approaches: Buoys visible at about 6 nautical miles on 3.cm. and 
10 cm. radars. 

Light float was radar visible at 18.6 nautica! miles on ‘X’ band and 
about 16 nautical miles on ‘S' band. 

Some of the buoy lights appear to be erratic and/or faint. This would 
appear to be caused by the swirling of the buoys in the strong current. 

Pilotage: Pilot will board at anchorage if vessel is anchored at the 
South end of Bravo Anchorage. 

Tugs/Berthing: Four tugs are used for berthing and unberthing a 
vessel of our size. Forward tug gives line through centre fairlead and 
ship's messenger required. After tug takes 2 ship's lines through centre 
fairlead. The other 2 tugs push and do not put up lines. 

The moorings we used were different from those advised by agent 
(2-2-4-2 at each end). Moorings are supposed to be on quick release 
hooks but these did not appear to work too well as we had to slack down 
all lines when unmooring. 

The mooring dolphins are all well numbered from 1 to 10 with No. 1 
being at the South end. 

Shore gangway was level with forward end of bridge which is 58.4 m. 
from stern on vessel with LOA 294.9 m. 

Pilot, tugs and Berthing Supervisor all communicate on VHF Channel 
13. 


SHIPMASTER’S REPORT: March 1991. 

Vessel: LOA 295 m., 169,000 Summer d.w.t. 

Tugs: One tug forward with tug’s line and one aft with 2 ship's lines. 

Mooring: Shore dolphins are numbered 1 — 10 from South to North. 
For this size of vessel, 4 lines to No. 2, 2 lines each to No. 1 and 

No. 2, 4 lines to No. 8 and 2 lines each to No. 9 and No. 10. Forward 

and after springs are sent to No. 7. 


AUTHORITY: Companhia Vale do Rio Doce, Ponta da Madeira 
Terminal, P.O.Box 511, ZIP — 65.000 — Sao Luis, Maranhao — Brazil. 
Tel: (098) 221-5189, (098) 222-8722, (098) 222-8222. Telex: 
(098) 4572,4573. Contact: Antonio Rigotto, General Manager. 

Head Office: Companhia Vale do Rio Doce, Av. Graca Aranha 26, 
P.O.Box 2414, 20005 Rio de Janeiro RJ, Brazil. Tel: 272-4477. 
Telex: (021) 23162 and 22071. Cable: Valeriodoce Rio. 


PORTO ABC NORTE: 02.48 S. 50.30 W. 
SHIPMASTER’S REPORT: October 1985 (Updated 1994). 


LOCATION: On the Rio Pacaja about 263 nautical miles from Belem. 

VESSEL: 7,405 d.w.tonnes, LOA 116.44m., beam 17.23 m., draft 

7.52 m. 10x5-— 10 ton derricks and 1 x60 ton derrick. Flush tweendecks. 

Vessel loaded logs and lumber. 

PILOTAGE/CLEARANCE: Sea Pilot boards at Salinopolis Pilot Station. 

Sian is made at Belem Anchorage with the usual formalities for 
razil. 

Two River Pilots accompany the vessel to Porto ABC Norte and back 
to Belem. These Pilots are excellent. As no charts of the rivers exist, 
they draw their own charts. 

Two checkers, 1 Custom’s Officer and 1 representative of Banco do 
Brasil accompany the vessel. During the trip up and down and including 
the time at the loading berth the bonded store will be opened by the 
Custom's Officer when requested by the Master. 

TUGS: No tugs available. 

BERTH: Wooden berth about 80 m. length, depth alongside depends 
on season. In October we sounded 7 m. The vessel sailed with 5.80 m. 
draft and even keel. 

CARGO: Logs with weight up to 8 tonnes and length 12 m. 

Lumber sawn in packets. 

Average weight of logs and lumber about 1.4 tonnes/cu.m. All loading 
is done by ships own gear. 

MEDICAL: First aid station at Sawmill, no doctor available. 
GENERAL: Stores: Supplies not available. 

Transport: There is 1 small private plane owned by ABC Norte. 
AUTHORITY: ABC — Agropecuaria Brasil Norte S/A, Prod. E 
Exportacao, (Rua de Cruzeiro 1145, Belem), P.O.Box 1337, Belem, 
Para, Brazil, CEP 66.000. Te/: (091) 227-1655. Telex: (091) 1301 ABCA. 
FAX: (091) 227-2600. Contact: Mr. Arizenio Nazare de Almeida. 
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PORTO ALEGRE (including Santa Clara): 
30.05 S. 51.15 W. (See Plan) 


This information does not apply to Tramandai Oil Terminal which is listed 


Peet 

DOCUMENTS: See “General” before first port. 

PILOTAGE: Porto Alegre is situated 164 miles up the Lagoa dos Patos, 
a large fresh water lake, and vessels must take on a Pilot after receiving 
Pratique at Rio Grande, which lies at sea entrance of lake. Pilot and 
authorities board after arrival at Rio Grande Inner Anchorage. Pilots 
arranged by Agent upon receipt of vessel's radioed ETA via Rio Grande 
Radio (PPJ). Since 40-mile channel between Rio Grande and Lagoa 
dos Patos is unlit, vessels should proceed from Rio Grande only by 
daylight, allowing 3 hours to negotiate channel. Vessels over 12 knots 
may leave Rio Grande for Porto Alegre not later than 1700 hrs. in 
Summer, or 1500 hrs. in Winter. Vessels under 12 knots not later than 
1600 hrs. in Summer or 1400 hrs. in Winter. Entry must be made to Rio 
Grande at least 3 hours before these times to allow for clearance. 
ANCHORAGES: Inner harbour. Not normally used unless por 
congested. If vessels are too late for transit they must anchor at either 
end of the lagoon overnight. 

RESTRICTIONS: Vessels approaching Porto Alegre from the Lagoa 
should do so only by daylight since 30 miles access channel leading 
from the Lagoa to Porto Alegre poorly lit. If necessary, vessels should 
anchor off Itapoan Lighthouse at head of the Lagoa, to await daylight 
before proceeding. On arrival at Porto Alegre, Free Pratique must again 
be obtained, and Crew Lists, Store Lists, etc., again presented to 
authorities, who usually visit vessel in berth alongside or at anchor off 
Santa Clara. 

MAX. SIZE: Not recommended that vessel of more than 215 m. LOA 
attempt to reach Porto Alegre. Max. safe draft is 17 ft. at any time. 

Also see “Tankers”. 

HEALTH: Vessels receive clearance on passing Rio Grande. No yellow 
flag required. Also see “General” before first port. 

RADIO: All messages should be routed via Rio Grande Radio (PPV). 
VHF: On arrival at Porto Alegre, vessel can use the VHF station Porto 
Alegre Radio (PPP). Tel: (0512) 210322 or (0512) 141. Also VHF 
Channels 16, 23, 24, 25, 26, 27 and 28. 

Also, at short distances, when arriving at the port or manoeuvring 
within the port area, vessels are able to use the radio station (as yet 
without call sign) of the Porto Alegre Port Administration, Tel: (0512) 
245733. Also transmitting on VHF with 1 Watt, on Channels 16, 9, 10, 
11, 71, 12, 13 and 14. 
one 11,680 h.p. and 4 small low-powered tugs 220, 250, 280 and 

20 h.p. 
BERTHING: The berths are on the East bank of the river, and the jetties 
stretch over a distance of 8 km. 
Maua Quays: Berths “A”, “A1” to “A7” and “B", “B1" to “B3”. Length, 
1,482 m. Depth 17 ft. 
Navegante Docks: 2,433 m. long. 

Between Maua and Navegante there are several small jetties but none 

capable of handling ocean-going vessels. 
CRANES: Maua Quays: 7 <3.2 ton portals (narrow gauge), 26.3 ton 
cranes (wide gauge), 112.5 ton (wide gauge), 43.2 ton portals 
(narrow gauge). 

There are no cranes available at Navegante Docks. 

BULK HANDLING FACILITIES: 
Samrig ae ) Terminal: Max. LOA 235m. Max. beam 35m. 
Max. draft 17 ft. Air draft 15.0 m. 

Storage capacity: 12,000 tons (meal) and 4,400 tons (vegetable oil). 

Loading rates: Meal 200t.p.h.; Beans 300t.p.h.; Vegetable oil 
200 t.p.h. 

Span of conveyor: 120 m. 

Bunge have main storage of 110,000 tons at a distance of 25 km. 
from the port. 

C.E.S.A. Terminal: Max. LOA 235 m. Max. beam 35 m. Max. draft 17 ft. 
Air draft 13.0 m. 

Storage capacity: 18,750 tons. 

Loading rates: Meal 100 t.p.h.; Beans 200 t.p.h. 

Span of conveyor: 90 m. 

Ciagran (Fecotrigo) Terminal: Max. LOA 235m. Max. beam 35m. 
Max. draft 17 ft. Air draft 18.0 m. 

Storage capacity: 35,000 tons (meal) or 50,000 tons (beans). 

Loading rates: Meal 150 t.p.h. or Beans 250 t.p.h. 

Span of conveyor: 80 m. 

Fertiliser Discharge: Discharged by automatic grabs at a rate of 
2,000 tons per day with 3 gangs. If buckets are used the rate is 
250 t.p.h.-350 t.p.h. per gang per day. Max. recommended air draft is 
14.0 m. 

BRIDGES: Vessels proceeding up-river from Porto Alegre to oil berth 
must pass under bridge with lifting-span. Span is lifted when approaching 
vessel sounds prolonged biast on siren. 

STEVEDORES: Working Hours: 0730 — 1130, 1300 — 1700. Overtime 
1700 — 1900, 1900 — 2300 and 0000 — 0400 hrs. . 

MEDICAL: Full facilities available. Crew members should hold vali¢ 
international inoculation certificates. 

TANKERS: Proceed to oil and LPG berths on Gravatai River for 
discharge. These berths accessible only to small tankers of up to 
1,600 d.w.t. Also see “Tramandai”’. 

Santa Clara Terminal: 

Location: 29° 53’ 52” S., 51° 22’ 23” W. 

The port is on the Jacui River, 17 miles from Porto Alegre at Triunfo 
Documentation: All formalities completed at Porto Alegre inner roads 
anchorage. 

Restrictions: Navigation during daylight only. Vessel has to pass unde’ 
drawbridge with max. air draft of 34.0 m. 

Access Channel: Length 7,500 m. Breadth at water level 90™ 

Breadth at bottom level 50 m. Turning Basin 320 m.x520 m. 


Max. Size: Max. LOA 140 m. Max. draft 17 ft. fresh water. This draft is 
required from Rio Grande onwards, including Lagoa dos Patos. 
VHF: Copesul Terminal can be contacted on Channels 16 and 12. Call 
sign “Santa Clara”. 
Berthing: Pier No. 1: Length of pier 42m. Berth for loading 
petrochemicals and ethylene. 

Pier No. 2: For loading Butadiene, Toluene, Benzene, Xilene, 
Propylene and MTBE. 

Pier No. 3: For discharging coal, and when possible, purging and 
loading of Propane and Butadiene. 
Loading Rates/Storage: 


Approximate Storage 

Rates Capacity 
(t.p.h.) (tons) 
Benzene 300 6,000 
Propylene 150 7,000 
Toluene 300 4,000 
Xilene 300 2,200 
Ethylene 130 21,000 
Butadiene 200 4,000 
Propane 180 8,100 
MTBE 2,500 


4,000 tonnes of Methanol discharged monthly. 
Nitrogen supply rate: 4,000 cu.m.p.h. (Price U.S.$ 90.00 per 
1,000 cu.m.). 
Fresh Water: Available. Rate 14 cu.m.p.h. 
Ballast: Up to 450 cu.m. of dirty ballast can be received. All other ballast 
discharged must be fresh water. 
Medical: Doctor and dentist in Porto Alegre. 
Repatriation: Possible. 
Also see “Shipmaster'’s Report”. 
DENSITY: Fresh water at all times, unaffected by tides. 
FRESH WATER: Available from hydrants at all berths. Delivery rate up 


to 25 t.p.h. 
FUEL: Available, delivered by road tanker. Also see “General” before 
first port. 
CONSULS: 
Argentina Germany Portugal 
Austria Italy Spain 
Belgium Japan U.K. 
Bolivia Norway U.S.A. 
Chile Poland Uruguay 


REPAIRS: All light deck and erenesroom repairs possible. No dry- 
docking facilities available except for small vessels of up to 300 ft. LOA. 
SURVEYORS: ABS at Porto Alegre and Lloyd’s at Rio Grande. 
GANGWAY/DECK WATCHMEN: Vessels at anchor and alongside 
must have a watchman. 
OPENING/CLOSING HATCHES: Usually done by stevedores. 
CUSTOMS ALLOWANCES: Each crew member allowed to keep out 
of bond 1 carton of cigarettes and 1 bottle of wine or spirits. 
TELEPHONES: Connections available from warehouses A, A2, A4, A6, 
B, B2, O, O2 and D4 (U.S.$ 4.00 per minute to U.K.). 
IDENTIFICATION CARDS: Not necessary. 
DEVELOPMENTS: 2 new dredgers are being used to deepen the 
channels leading to Porto Alegre, permitting a working draft Rio Grande/ 
Porto Alegre of 20 ft. 

A new grain elevator with a capacity of 60,000 tons is expected to be 
ready shortly. 


SHIPMASTER’S REPORT: May 1990. 

Berth: Santa Clara, Berth No. 2. 

Max. Draft: 17 ft. fresh water. 

Tugs: 2 tugs of 350 h.p. available from Porto Alegre, ship's lines used. 

Mooring boat used. 

Berthing: Vessels enter basin and turn around to berth starboard side 

alongside (See “Plan”). 

Moorings: 4 head lines, 2 forward springs, 2 after springs and 4 stern lines. 

Agent's Circular: This information is offered with the aim of providing a 

eneral view about vessels’ course from Rio Grande to Santa Clara — 
Opesul, including Terminal’s main characteristics. 

VESSELS' COURSE FROM RIO GRANDE TO SANTA CLARA — 

COPESUL: All ships destinated to Santa Clara Terminal pass by Rio 

Grande, where they anchor at the “Area Golf” to receive port authorities 

on board for clearance and also pilot changing. 

Restrictions: 

Maximum permitted draft: 17 ft. fresh water. 
Maximum LOA: 140 m. (over this LOA it is advisable to have Port 

Authority and Pilot Association agreement prior to fixing the vessel). 

Salt water deballasting: Not allowed under any circumstances during 
the whole passage from Rio Grande to Santa Clara. 
Navigation in access channels: During daylight only. 

‘ see voyage to Copesul — Santa Clara, is made in four stages as 

follows: 

(1) Forty mile channel passage. 

(2) Lagoa dos Patos of 66 miles where, during the night, ships anchor 
to await daylight and have safer navigation. 

(3) At dawn, vessel proceeds and enters Rio Guaiba Barr (Itapua), 
with a distance of 29 miles from Itapua to Porto Alegre, where they 
anchor again for clearance (Port Authorities), but no pilot changes. 

(4) From Porto Alegre to Copesul, a distance of 17 miles, ships must 
pass under a drawbridge (crossing the Rio Guaiba). Pilot 
communicated with bridge operator by VHF. 

The bridge has the following times for passage: 

0800 hrs. — 1130 hrs. 
1330 hrs. — 1700 hrs. 
These times are fixed because of the intensity of road traffic. 
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Characteristics of the bridge: 

When closed: 12 m. high. 

When opened: 35.50 m. high (air draft). 

Breadth: 51.50 m. 

Water depth under bridge: 20 ft. 

The bridge is also provided with VHF, telephone and signalling lights. 

After passing the bridge, ships enter the Rio Jacui Channel, with 50 m. 
breadth, dredged to a depth of 6.75 m. 

The narrowest passage is between Oliveira Island on the left, and 
Garcas Island on the right, where channels are of natural ground with 
a depth of 8.0 m. — 10.0 m. 

The last stage of the dredged channels have the same characteristics 
as channels, and are provided with buoys, last buoys are No. 34 and 
No. 35, where there is the widest area named “Volta dos Caras", before 
entering the Santa Clara Channel. 

Ships can anchor for waiting. However, there are cables of high 
voltage crossing at a height of 60 m. 

On the passage from Porto Alegre to Copesul, there are 2 emergency 
anchorages, at Humaita and Volta dos Caras. 

The bottoms of these anchorages are of sand and mud, the currents 
are always flowing outward and the East winds are not strong. 

From June until September, during the morning, it is very common 
for fog to form. It is usually clear at about 1000 hrs. local time. During 
this period there is also the possibility of very strong wind from the West, 
which can delay navigation and peor through the bridge. 

The terminal's access channel has the following characteristics: 

Length: 7,500 m. 

Breadth at water level: 90 m. 

Breadth at ground level: 50 m. 

Depth: 6.75 m. 

Turning Basin: 320 m. x 520 m. (with an irregular form — similar to 

a letter “P”). 
Note: There are no official nautical charts from the bridge to Santa Clara 
Terminal, but only drawings showing the continuation of channel 
passage for this area. 
MAIN INFORMATION OF SANTA CLARA TERMINAL — COPESUL: 
Location: Triunfo, Rio Grande do Sul, Brazil. Lat. 29° 53’ 55” S., Long. 
51° 22' 35” W. 
Maximum permitted draft: 17 ft. fresh water. 
Piers: 3 piers available for loading petrochemicals, each of 40 m. length. 

Pier No. 1: All products available. 

Pier No. 2: Operates with all products, except ethylene. 

Pier No. 3: Not possible to load ethylene, ethylbenzene and 

benzene. 
This pier is principally for loading/discharging of pit-coal, 
(used for steam generators to supply electricity for their 
own internal consumption), and can eventually provide 
purging and loading/discharging of butadiene and 
propylene. 
Dolphins: Two dolphins where vessels can berth when loading berths 
are occupied. 
Note: Pilot and tugs are used for all manoeuvers. The only way to get 
ashore when the vessel is berthed at dolphins is by vessel's boats. 
Main Products: 
Loading Rate: 


Benzene, Toluene and Xilene about 300 t.p.h. 
Ethylene about 130 t.p.h 
Butadiene about 200 t.p.h 
Propylene about 150 t.p.h 
Ethylbenzene about 300 t.p.h 


Slops: Up to 350 cu.m. of dirty ballast can be received by the terminal 
(except salt water). 
Nautical Charts: If necessary, Agent can provide charts. 
Nautical Charts from Rio Grande to Porto Alegre: 
No. 2101 — Rio Grande Port. 
No. 2102 — Sao Jose do Norte and Setia Channel. 
No. 2103 — Sao Goncalo Channel Bar and Porteiras. 
No. 2104 — Pelotas and Surroundings. 
No. 2105 — Feitoria Channel. 
No. 2106 — Saco do Rincao. 
No. 2107 — Way out Porto Alegre Bar. 
No. 2108 — Itapua and Ponta do Arado Velho. 
No. 2109 — Ponta Grossa to Porto Alegre. 
No. 2110 — Rio Grande Port and Bar Surroundings. 
No. 2111 — Porto Alegre to Itapua. 
No. 2112 — Rio Grande to Feitoria. 


AUTHORITY: Administracao do Porto de Porto Alegre, Av. Maua 1050, 


Porto Alegre, Rio Grande do Sul, Brazil CEP 90010. Tel: (0512) 24- 
5733. Telex: (051) 2540 Contact: Paulo Elizeu Ody, Port Administrator. 
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PORTO TROMBETAS: 01.28 S. 56.23 W. (See Plan) 


LOCATION: The Porto Trombetas Bauxite Terminal is situated on the 
right bank of the Trombetas River, State of Para. The Trombetas River 
is a left hand affluent of the Amazon River. 

Geographical location: 

Lat. 01° 27’ 31” S., Long. 56° 22’ 48” W. 

The shortest route through the fairway from the North Bar of the 
Amazon River (North Entrance) to Porto Trombetas is approximately 
575 nautical miles. 

The distance between the Port of Belem, capital of the State of Para, 
and Porto Trombetas is approximately 880 km. by air and 611 nautical 
miles down river. 

The distance between the Terminal and Oriximina, the nearest town 
to Porto Trombetas, is 42 nautical miles. 


DOCUMENTS: 
At Anchorage on Fazendinha Roads: At anchorage on Fazendinha 
Roads (see “Anchorage”) Port Authorities will board vessel for clearance 
and the following documents should be delivered to the Agent, assisting 
Port Authorities and Master: 

1 copy Health Maritime Declaration. 

2 copies Vaccination List. 

6 copies Crew List. 

3 copies Store List. 

3 copies Crew Personal Effects. 

2 copies Narcotics List. 

2 copies Arms and Ammunition List. 

6 copies Passenger List (if any/wifes/children) (See “Note”). 

3 copies Bonded Stores List. 

Last Port Clearance. 


Documents to be Presented: 

Derat or Exemption Certificate. 

General Declaration Form, which the Agent will present to the Master 
(to be filled in during clearance). 

After Customs and Health Inspections and granting of Free Pratique 
(which takes about 1.5 hours), the Agency will deliver to the Master the 
Fazendinha Clearance to be presented to Port Trombetas Authorities. 
NOTE: Brazilian Federal Police — Immigration Department Laws now 
demand: 

All officers and crew members on board or arriving in Brazil to join a 
vessel, must possess a valid Seaman's Book, and their Passport must 
State their profession as ship's Officer or Seaman. Accompanying wives 
and family members must not be entered on Crew List as Stewardess 
or Supernumary if they do not possess a valid Seaman's Book. They 
must be entered on a Passenger List, and they must have a Brazilian 
Visa in their passport if their nationality so requires. 


At Porto Trombetas: 
(a) Documents required: 

3 copies Crew List. 

3 copies Store List. 

3 copies Crew Personal Effects List. 

3 copies Passenger List or 1 copy “Nil” Passenger Declaration. 

1 copy Ballast Declaration. 

At hand to show: 

Ship's Data. 

Fuel, Diesel, MDO and Fresh Water Quantities on Arrival. 

Dates of Issue and Expiry of all certificates of class. 

Derat or Exemption Certificate. 

Gas Free Certificate (if ore/oil vessel). 

(b) Cargo papers: Master will receive copies of each of the documents 
listed below: 

Notice of Readiness. 

Bill of Lading (non-negotiable copy). 

Documentation and Sample Receipt. 

Stowage Plan. 

Statement of Facts. 

Draft Survey Results. 

Manifest of Cargo. 

Master shall approve and sign the Notice of Readiness, Bill of Lading, 
Draft Survey Result, Statement of Facts, Documentation and Sample 
Receipt, as required by the Shippers and Agents. 

(c) Clearance: Ship's Agents will furnish clearance papers for sailing 

as well as the cargo manifest. 

(d) From Trombetas the envelope of cargo documents destined to 

Ansanav Santana will be delivered to such Agents together with 
a Sailing Information Form (given to the vessel's Master by 
Santana Agent on the up river call at Fazendinha). 


PILOTAGE: Pilot service is available between Porto de Santana and 
Porto Trombetas. They will board and disembark in the vicinity of Porto 
de Santana. The Pilots will stay on board at Porto Trombetas. 
Report: February 1992. 

Night pilotage for vessels up to 245 m. LOA is expected to commence 
in Mid-1992. 


ANCHORAGE: Anchorage at Fazendinha for Visit of Authorities and 
Embarkation/Disembarkation of Pilots: In order to avoid any delay due 
to entrance to Porto de Santana, the Port Captaincy of the State of Para 
and Federal Territory of Amapa has officially determined the Fazendinha 
area for visit of Authorities and embarkation/disembarkation of Pilots. 

Such area is located around Lat. 00° 04’ 06” S., Long. 51° 06’ 45” W. 

Whenever passing by the Port of Macapa, vessels bound for Porto 
Trombetas are supposed to contact Messrs. “AMSANAV SANTANA", 
through VHF Channel 16. 

Messrs. AMSANAV SANTANA will arrange the visit of Authorities and 
embarkation of Pilots. 
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RESTRICTIONS: 
Draft Restrictions: 
Amazon River North Bar: 
37 ft. fresh water at high tide. 
32 ft. fresh water at low tide. 
Trombetas River: 
37 ft. fresh water. 
During the dry season (October/January), the draft may be reduced, 
according to the level of the river. 
Remarks: These figures are subject to further confirmation with Shippers 
and vessel's Agent. 
NAVIGATION: Nautical Charts: 

(a) The Nautical Charts issued by the Hydrographic Navigation 
Offices (Brazilian Navy) and listed below are used to navigate 
from the Amazon River North Bar to Porto Trombetas: 

Maraca to Machadinho Island. 

Vicinities (approach) of the North Bar to the Amazon River. 
From the North Bar to Porto de Santana. 

North Bar of the Amazon River. 

Bailique Island to Ponta do Capinal. 

Ponta do Capinal to Pedreira Islands. 

Pedreira Islands to Santana Island. 

Macapa to Santana Island. 

4101A Macapa to Mangabal Island (Santana Island included). 

4101B Mangabal Island to Comandai Island. 

4102A Gurupa to Almeirim. 

4102B Almeirim to Prainha. 

4103A Prainha to Costa do Ituqui. 

4103B Costa do Ituqui to Meio Island (Santarem included). 

4104A Meio Island to Santa Rita Island (Obidos included). 

4401A Obidos to Paru Lake (entrance Trombetas River included). 

4401B Paru Lake to Caipuru Lake (Oriximina included). 

4402A Caipuru Lake to Bacabal. 

4402B Bacabal to Erepecu Lake (Narrow Channel of Bacabal and 

Porto Trombetas). 

All charts and publications can be altered by Notice to Mariners 

(Brazilian Navy information service). 

(b) All nautical charts are available through the vessel's sub-Agents 

if required in advance. 
Navigation Inwards: 

(a) Undoubtedly the greatest difficulty for navigators coming from 
the sea is to cross the Amazon River North Bar sand banks. 
Bulk carriers navigating to Porto Trombetas will be in ballast, for 
this reason there should be no need for them to await the high 
tide, in so far as at low tide, it is possible for them to cross the 
bar with 9.75 m. (32 ft.) draft. 

(b) With adequate nautical charts, good radar and calibrated 
direction finder, an experienced navigator should be able to enter 
the North Bar of the Amazon River to Macapa without major 
difficulties. 

Navigation Outwards: 

(a) Navigation from Macapa to Ponta do Ceu offers no problem and 
it will not be necessary even to reduce speed. 

(b) The critical section for navigation is from Ponta do Ceu to the 
open sea as, in addition to the 32 ft. draft, ships have to take 
advantage of the tide to cross banks of the North bar, where they 
are affected by the adverse action of a strong current. 

Under such conditions ships have to be equipped with such 
facilities which will permit accurate positioning. 

If it is necessary to wait for a suitable stage of the tide, the 
river provides good bottom to anchor at several places along the 
navigable routes. 

Navigation Aids: 

(a) Radio Beacon: 

A radio beacon is installed at Ponta do Ceu. 
The main details are: 


Frequency: 290 kHz. 
Signal Letters: EH 
Working Hours: Continuous 


Lat. 00° 45' 40" N. 

Long. 50° 06’ 58” W. 

300 miles. 

Ao and A? (1,020 H2) 

(EH . . .), Twice in Ao cal 
10 seconds and A? (1,020 H2) 
during 5 seconds. 


Geographical Position: 


Range: 
Signal: 
Character of Signal: 


(b) Racon: 
Racon (letter M — Morse Code) is located at Bailique Lights 
position (Lat. 00° 59’ 24” N., Long. 49° 56’ 53” W.) with a range 
of about 25 miles. 
Mineracao Rio do Norte S.A. MRN is not responsible for the location 
and operation of the navigation aids. 

Tidal Information: The Hydrographic Navigation Office of the Brazilian 
Navy based on data furnished by the National Astronomical Observatory 
publishes an Annual Tide Table for the majority of Brazilian ports, 
including the North Bar of the Amazon River — the Brigue Island, 
Lat. 00° 55’ N., Long. 50° 05’ W. and Porto de Santana. 

(See DG 16 — 14 Tabuas de Mare (Tide Tables DG 16 — 14). 

Outer Bar Tide: With reference to data published in the tide tables, Ilha 
do Brigue — Lat. 00° 55’ N., Long. 50° 05’ W., Charts 210, 202 and 201, 
the tidal time is local time (GMT minus 3 hours) and the tidal amplitude 
figures are shown in metres. 

In position “E”, Lat. 01° 34’ N., Long. 49° 09’ W., tidal time at and 
about this position is 4 hours earlier than shown in the tide tables for 
llha do Brigue. Tidal amplitude is 48% of the figures shown in the tide 
tables. In position Lat. 01° 09’ N., Long. 49° 36’ W., tidal time at and 
about this position is about 2 hours earlier than indicated in the tide 
tables for Ilha do Brigue. Tidal amplitude is 63% of the figures shown 
on the tide tables. 


On Banco do Meio, tidal time at and about this position is 1 hour 
earlier than shown in the tide tables for Ilha do Brigue. Tidal amplitude 
is equal to the figures shown in the tide tables. Tidal currents in the area 
indicated as “Canal Grande do Curua”, are reported to coincide with 
the direction of the axis of channel in that area. 

Outer Bar Tide Current: On the Nautical Chart No. 210 information about 
tide current is furnished (see upper left side of the chart). 

RADIO: Arrival Advice: For Agency purposes vessel proceeding to Porto 
Trombetas shall send ETA North Bar of the Amazon River to Messrs. 
“AMSANAV BELEM". For your guidance, one notice is required 72 hours 
prior to such arrival which means vessel's passage along Entrance Buoy 
located at Lat. 01° 14’ 30” N., Long. 49° 37’ 16” W. This procedure will 
allow sub-Agents at Belem to convey Pilots to Fazendinha Anchorage 
Area accordingly. After passing along the mentioned entrance buoy, 
vessel shall proceed via North Channel of the Amazon River up to 
Fazendinha Anchorage Area located at Lat. 00°04’ 06”S., Long. 
51°06’ 45" W. During such sailing to Fazendinnha Anchorage Area 
vessel will receive from Messrs. “AMSANAV BELEM” all information 
regarding eventual changes in position of buoys, operations of lights 
and other aids. 

When passing along Macapa (about 8 miles before Fazendinha 
Anchorage Area) Master is expected to be in contact with Messrs. 
“AMSANAV SANTANA” through VHF Channel 16. At that time all 
instructions for vessel's anchorage at Fazendinha in order to receive 
visitation of Authorities will be forwarded by Messrs. “AMSANAV 
SANTANA”. 

When leaving Fazendinha Anchorage Area, Master will be requested 
to inform local sub-Agents of ETA at mouth of the Trombetas River to 
be re-transmitted to “DOCENAVE” Porto Trombetas. 

Before entering the Trombetas River, Master must obtain 
“Confirmation for Entrance” from Shipper’s Dock Master through VHF 
Channel 16. 

TUGS: One tug of 25 tons bollard pull and 2 line handling boats are 
available for berthing and unberthing. 

BERTHING: 

Bauxite Loading Terminal: The bauxite loading terminal is designed to 
load ore carriers up to approximately the Panamax Size (LOA 245 m.). 
Prior permission is required from Port Authority to exceed this length. 

The pier is 100 m. long and the maximum permissible air draft (the 
distance from the waterline to the top of the hatch coaming) is 13.50 m. 
at the high water period (July) and about 19.0 m. maximum in the dry 
period (December). The mooring system consists of four concrete 
dolphins upon metal piling and four mooring buoys. 

Accommodation for Vessels: 

(a) One vessel can be berthed at the loading dock. Two waiting 
vessels can be secured to lay-by buoys about 1.0 — 1.8 miles 
downstream from the berth. A secondary waiting area is located 
West of the mouth of the Trombetas River in the vicinity of 
Lat. 01° 54’ S. and Long. 55° 40’ W. There is good holding ground 
in this area and some protection from canaranas and other floating 
debris. 

The movement of all vessels within the Trombetas River system 
is under the control of MRN. Up-bound vessels are not permitted 
to enter the Trombetas River without prior clearance from MRN. 
Such approval can be obtained by contacting MRN or 
DOCENAVE on VHF. In case such permission has not been 
received, the vessel shall anchor at the secondary waiting area 
in the Amazon River until it is granted. This is necessary because 
there are two areas within the Trombetas River where vessels are 
not permitted to pass. Vessels will normally be loaded at Porto 
Trombetas in order of arrival, provided that they are within their 
lay-day period as previously agreed with MRN. 

Berthing and Unberthing: For berthing and unberthing the width of the 
channel in front of the terminal is currently 300 m. 

Manoeuvring of vessels should be performed at Master's and Pilot's 
discretion. 

Fendering: No fenders are needed for docking. The terminal is equipped 
with permanent fenders. 

Anchor: The use of vessel's anchor during manoeuvring is permitted at 
Master's and Pilot's discretion. 

mpeeld Hours: 24 hours a day, Sundays and holidays included (except 
in rain). 

Hold Condition: No cleaning crews are available. 

Holds should be cleaned prior to arrival and they will be inspected 
before acceptance of vessel. 

Loading Operation: The bauxite is transferred from the stockpile to the 
ship's holds through a conveyor belt system and automatic shiploader. 

The shiploader boom moves horizontally around its hinge with an 
angle of 53° 24’ 44” to each side. 

The loading operation usually starts soon after the vessel is alongside 
and cleared by the Authorities. 

The air draft (that is, the distance from the waterline to the top of the 
hatch coaming) is 13.5 m. (minimum) in July and 19.0 m. (maximum) in 
December. 

The nominal rate capacity of the shiploader is 28,000 metric tons per 
day for dry bauxite, and 22,000 metric tons per day for wet bauxite. 

The stowage factor for dried bauxite is 25 cu.ft. per ton up to 28 cu.ft. 
per ton depending on moisture content of the bauxite. 

Careful check of vessel's draft and trim should be made by the ship's 
pda at all times during loading operations. Cargo is belt trimmed 

nly. 

The cargo weight should be determined by the “ship's displacement” 
method (light versus loaded draft survey). 

Tonnage on the conveyor belt system between stockpile and ship is 
approximately 275 tons. This tonnage must be discharged into the holds 
to complete the loading. 

MRN reserves the right to require any vessel to undock after loading 
and completing the necessary formalities in order to permit another 
vessel to berth or for any other reason. 
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GENERAL CARGO WHARF: MRN handles general cargo at a general 
con wharf 350 m. downstream from the shiploader. 

MEDICAL: Medical service may be arranged at the MRN Hospital, in 
emergency. Health conditions in the region are good. No epidemics or 
tropical diseases are recorded in the region. 


TANKERS: Tankers discharge bulk fuels at a floating pier situated about 
400 m. upstream from the Terminal. 


BALLAST: Vessels are not allowed to discharge salt ballast into the 
Trombetas River. Salt ballast can be discharged into the Amazon River 
up till Almeirim Island. 


POLLUTION: No facilities are available at the terminal to receive slops, 
salt water or contaminated ballast. 

Discharge of any material other than clean ballast will be subject to 
heavy penalties as prescribed by the Brazilian law. It is not permitted to 
discharge salt water ballast into the Trombetas River. 


FRESH WATER: Available subject to prior consultation with MRN 
(Pressure very low at times). 


FUEL: Not available. 
CONSULS: None. 


REPAIRS: Small repairs can be undertaken by MRN workshop in 
extreme emergency only. 


SURVEYORS: There is no Classification Society surveyor at Porto 
Trombetas. Whenever needed a surveyor can be appointed, who will 
come from any other Brazilian port by plane. 

P &/ Club: Not available at Porto Trombetas. Administrative assistance 
and legal advice on matters concerning ship's civil liability to third parties 
can be obtained from a representative in another Brazilian port who will 
come by plane. 


AIRPORT: The nearest international airport is Manaus (capital of the 
State of Amazon). There is a domestic airline service between Manaus 
and Santarem, Belem and Santarem, and Santarem-Porto Trombetas. 


TIME: Local time is GMT minus 4 hours. 


IDENTIFICATION CARDS: Crew and Passengers: There are no 
restrictions by the local authorities, but crew members and passengers 
should carry their identification papers when on shore. Visits to the 
industrial area require prior approval of MRN. 


GENERAL: 
Weather: 

(a) Rain: during the rainy season precipitation is usually heavy but 

of short duration. 

(b) Wind: from July to December, East and E.S.E. winds predominate 

and they are usually moderate with occasional strong gusts. 
From January to June calmness predominates followed by N.E. 
winds backing to S.W. with persistent showers. The predominant 
wind speed is 10 knots. 
(c) Haze is rare in the Amazon River, but it is more frequent in the 

Trombetas River, particularly early in the morning. 

Tide and Current: In the Porto Trombetas region, the current may reach 

2 knots during high water season (January to July). 

Temperature: An average of 30°C. 

Mail: Ship's and crews’ mail should be addressed to: Vale do Rio Doce 

Navegacao S/A — “DOCENAVE", Porto Trombetas, State of Para, CEP 

68.275, Brazil. 

Telephone: Telephone communication between Porto Trombetas and 

the rest of Brazil and also international calls are available. 

Telegraph: There is no public station in Porto Trombetas. Telegrams 

from Porto Trombetas must be sent through the vessel's Agent. 

Services: 

Ship chandlers and laundry not available. 

Derat and Fumigation not available. 

Electricity not available for supplying vessels. 

Porto Trombetas Port Captaincy: The Brazilian Navy has installed an 
Agency at Porto Trombetas with the purpose of controlling all vessels 
destined to the port. 

MRN recommends that the Brazilian Pollution Regulations be carefully 
observed. 

The Port Captaincy is located in the vicinity of the shiploader and for 
any communications, this Port Authority can be reached at the following 
Telex and Telephone numbers: 

Telex: (091) 5458 

Telephone: (091) 549-1283 

(091) 549-2177 
Agency: 

All ships will be attended by Vale do Rio Doce Navegacao S.A. — 
DOCENAVE through its regional office in Porto Trombetas, and 
DOCENAVE's sub-Agents in Belem and Porto de Santana (Agencias 
Mundiais Ltda.): 

DOCENAVE's head office: 

Rua Voluntarios da Patria, 143 

Rio de Janeiro, State of Rio de Janerio 

22.270, Brasil 

Telephone: (021) 286-8002 

Telex: (021) 22142, 22249, 22730 

Cable Address: “DOCENAVE RIO DE JANEIRO” 

DOCENAVE's regional office: 

Trombetas, State of Para 

68.275 Brasil 

Telephone: (091) 549-1114, 549-2238 

Telex: (091) 5622 

Fax: (091) 549-1397 

Cable Address: “DOCENAVE PORTO TROMBETAS” 

Manager: Mr. Edison Camargo 

“Home Phone: (091) 549-1201 
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DOCENAVE's sub-Agents: 
Agencias Mundiais Ltda. 
Rua Gaspar Viana 490 
P.O. Box 190 
Belem, State of Para 
66.020 Brasil 
Telephone: (091) 224-4822 
Telex: (091) 1148 and (091) 1799 
Fax: (091) 225-3607 
Cable Address: “AMSANAV BELEM"” 
General Manager: Mr. R. J. Burnett 
“Home Phone: (091) 235-0359 
Operations Manager: Captain E. A. St'Roas 
*Home Phone: (091) 222-4078 
Assistant Manager: Mr. P. Niblett 
*Home Phone: (091) 235-1492 
Agencias Mundiais Ltda. 
Av. Senador Filinto Muller, 1445 
Porto de Santana, Federal Territory of Amapa 
68.935 Brasil 
Telephone: (096) 632-6669, 632-6629, 632-6663 
Cable Address: “AMSANAV SANTANA” 
Manager: Mr. Carlos Alberto Bandeira 
*Home Phone: (096) 632-6639 


SHIPMASTER’S REPORT: May 1986 (updated 1988). 

Please see a comparison report over tidal predictions for Barra Norte 
(Rio Amazonas) for the 23rd May 1986. First method: Admiralty Tide 
Table Vol. 2/1986 NP 202/86. 

Second method: Tabuas dos Mares De-16-21/1986. 

There is an error of 3 hours 41 minutes between the two predictions, 
note also the difference in predicted heights. 

Upon arrival at Barra Norte, we only had in our possession the 
Admiralty Tide Tables. Referring to the time of HW given by these tables 
and using the rose of currents printed on Brazil chart 210, we were 
expecting a current setting in direction 310° at about 1.2 knots (HW+5) 
then later 270° at about 1.8 knots and 238° at about 2.2 knots. The 
correct currents were for these times: 050° — 4.1 knots, 040° — 2.2 knots, 
030° — 5.5 knots, using the HW times of Tabuas dos Mares. 

The difference between the two predictions is, of course prejudical in 
order to perform a safe and good navigation, keeping in mind that the 
navigator has no landmark for several hours. 

Tidal predictions for May 23rd 1986 at Barra Norte — Rio Amazonas: 

Admiralty tide tables: 


Time Height 
Standard Port HW LW HW LW 
Georgetown 0433 1051 3.2 0.2 
Guyana 1709 2302 29 0.7 

Seasonal change Standard port — - negligible 

Differences +0245+0251 -0.3 -—0.1 
—0.3 -—0.2 

Seasonal change Secondary port — - 
Secondary port 0718 +1342 29 40.1 
1954 0153 26 0.5 


(24 May) 
Tabuas dos Mares: 23rd May 0546 — 0.8, 1059 — 5.8, 1812 — 0.5, 
2344 — 5.6. 


Loading: The loading rate of bauxite during my call was about 1,100- 
1,200 tonnes/hr. We loaded about 55,000 tonnes. 
Agents Questionnaire to Master: 

Fazendinha Anchorage, May 24th 1986. 

To the Master 
MAN. ; 2G ASe ats : 

Fazendinha 
Re.: North Channel — Amazon River 

Dear Captain: 

Please kindly report your observations during your transit in North 
Channel — Amazon River, (Nautical Chart No. 201 — 6th ed.). Any other 
information will be of good advice. 

North Bar Racon/Buoy Positions on February 29th 1988: 
Sea Racon-white light about 15 miles __ Lat. 01° 34.16’ N., Long. 49° 00.86’ W. 
Sea Buoy-red/white/red white light Lat. 01° 24.37’ N., Long. 49° 02.65’ W. 


Buoy No. 2 Green Green light Lat. 01° 13.90’ N., Long. 49° 35.15’ W. 
Buoy No. 4 Green Green light Lat. 01° 08.00’ N., Long. 49° 40.00’ W. 
Buoy No. 6 Green Green light Lat. 01° 05.37’ N., Long. 49° 44.18’ W. 
Buoy No. 8 Green Green light Lat. 01° 01.97’ N., Long. 49° 46.10’ W. 


Buoy No. 10 Green 
Buoy No. 12 Green 


Green light Lat. 01° 00.18’ N., Long. 49° 46.23’ W. 
Green light Lat. 00° 57.23’ N., Long. 49° 48.89’ W. 


Buoy No. 1 Red Red Light Lat. 01° 06.38’ N., Long. 49° 44.32’ W. 
Buoy No. 3 Red Red light Lat. 01° 03.38’ N., Long. 49° 46.70’ W. 
Buoy No. 5 Red Red light Lat. 01° 00.63’ N., Long. 49° 47.02’ W. 


Buoy No. 7 Red Red light Lat. 00° 58.70’ N., Long. 49° 48.87’ W. 
Radio Beacon Ponta do Ceu: Good, but have given bearings totally 
erroneous during one hour (from 1400 to 1500 LT). 

Racons: Guarah Light (range). First echo (weak) 31 nautical miles. 
Bailique Light (range). First echo 24 nautical miles. 

Lighthouses: Guarah Light; Bailique Light; Marinheiro Light; Ponta do 
Ceu; Santarem Light. Generally all good but probably too weak in case 
of restricted visibility due to rainfall. 

Remarks: Regret absence of fairway buoys or pillars on each side of 
the North Bar. Buoy No. 2 and following are too small and difficult to 
find on the radar. Navigator on duty 5 hours between Barra Norte and 
Buoy No. 2 without a good fix. 

It would be helpful if Agent sent by radio at least 2 days before arrival 
the following information concerning tides. 

(1) Time of HW and LW at North Bar (we received it but at the time 
we were in North Bar (23rd May). The times given in the cable were for 
the 24th May). 

(2) The direction and force of current following the current rose printed 
on chart 210 (Brazilian chart). 
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Cable should be in the following form: 23rd May HW...LTLW... 
LT. Current HW 070/3.6 HW+1 050/4.1, HW+2 040/5.5, etc. 

It should be noted that the predicted times and heights in the Admiralty 
Tide Tables are erroneous. 

It should also be noted that for deep draft vessel, the most difficult 
and narrow navigation is from Buoy No. 2 to Santana Anchorage, and 
without Pilot (especially between Buoy No. 2 Buoy No. 10). 


SHIPMASTER’S REPORT: September 1988. 

Vessel called at Porto Trombetas to load bauxite in bulk. This port is 
situated on the Amazon, approximately 60 miles from the mouth of Rio 
Trombetas and 590 miles from Amazonas No. 1 Light vessel. 

Pilots embark and disembark at the anchorage off Santana, and 
remain on board during the vessel's stay at Porto Trombetas. Customs 
and other state officials visited vessel at Santana anchorage. The Pilot's 
English language is sufficient for navigational commands only. The two 
Pilots on board were very experienced. 

Admiralty charts of the Amazon are not sufficient. All Brazilian nautical 
charts are available through the vessel's sub-agent in Santana if 
advance notice given. These charts were perfect for tidal height 
calculations. 

Vessel should cable request buoy positions on Canal Norte prior to 
arrival as the positions of the buoys and sandbanks change. 

High water at Barra Norte is 2 hours after Ilha do Curua or Canal 
Norte (buoyed channel, |ALA Region B, seaward green buoy starboard 
hand). There are two Racons on the shore for fixing position, we could 
not find Amazonas No. 1 Light vessel, it may have drifted out of position. 

Navigation from Canal Norte to Santana in ballast or with shallow draft 
is not difficult. Laden Bulk Carriers on Canal Norte and Barra Norte must 
Carry out good tidal height calculations. 


SHIPMASTER’S REPORT: March 1993. 

The vessel called for loading a cargo of Bauxite. 

Two Pilots boarded off Fazendinha (near Macapa) and though they 
disembarked at Trombetas, they returned for the pilotage on the outward 
passage. As another vessel was loading on the berth, we moored at 
the buoy with 2 lines aft and starboard anchor with 2 shackles in the 
water. We had Brazilian charts from a prevous trip. The Pilots insisted 
on the latest edition of the charts, which the Agent supplied in a full set. 

The most important fact that | would like to emphasise here is the 
matter of tides at the “Barra Norte” or North Bar, which is a 18 mile 
stretch (least distance through the bar) with a minimum marked depth 
of 9.1 m. | was advised by telex by the local Agent of the latest buoy 
positions, along with the tide timings for my anticipated date of entry. 
Though my maximum ballast draft was 7.8 m. (F.W.), | was advised to 
proceed inwards only on high tide. As can be seen from the telex below, 
the tide applicable to us was at H.W. 0328 (4.1 m.). We made our 
approach around 0400 hrs. local time, but to our surprise found the tide 
against us, though the depth below keel was maintained at a minimum 
of 2.8 m., we were expecting more, as the given height of tide was 4.1 m. 

The passage through the bar and up to Fazendinha was uneventful 
and safe. At Fazendinha and on request, | was supplied with Brazilian 
tide tables. Our subsequent enquiries to the Pilots revealed that the tide 
timings given in the tables were for a point further inland called Ponta 
do Ceu and not for the bar. The actual tides at Barra Norte were earlier 
in time and had a amplitude of 78% to that published for Ponta do Ceu. 
Thus H.W. at the bar (in position 01° 30’ N., 49° 10’ W.) occured about 
3 hours 20 minutes and L.W. about 4 hours 30 minutes earlier than the 
times at Ponta do Ceu. Thus the correct tides on our inward passage 
were actually 0008 hrs. (H.W.) and 0553 hrs. (L.W.), heights of tide 
calculated at 78% amplitude should have been 3.2m. and 0.39 m. 
respectively. Hence at about 0400 hrs., the height of tide was only 
around 1.8 m., above the minimum charted depth of 9.1 m. Thus our 
experience of the under-keel clearance and falling tide agreed with these 
calculations. 

On our outward passage, we based our tidal calculations on the above 
theory. Our maximum draft was 37 ft. (F.W.), hence any degree of error 
could be detrimental in touching bottom. H.W. at Ponta do Ceu was at 
1251 hrs., thus we planned to be in the middle of the bar at 0831 hrs. 
L.W. with height worked out to 2.9 m. above expected 9.1 m. minimum 
depth. We successfully cleared the bar with a minimum under-keel 
clearance of about 0.5 m. 


Telex: From Agent to vessel: 
Tide for North Bar to 13.3.93 according to the tide tables for 1993. 
H.W./h L.W./h 
0328 hrs. (4.1 m.) 1023 hrs. (0.5 m.) 
1549 hrs. (4.4 m.) 2300 hrs. (0.5 m.) 
Please wait H.W. to pass North Bar. 
Please send your telex to us. 
NOTE: Port Authorities only clear vessel from 0700 hrs. local time until 
2300 hrs. local time. 
We herewith transmit buoy positions for the Amazon — North Bar: 
North Bar Racon/Buoys — new positions re Notices to Mariners 
Nos. 169 to 187, August 15th, 1991. 


Sea Racon White light Lat. 01° 34.12’N., Long. 49° 01.35’ W. 
(about 15 miles). 
Sea Buoy White light Lat. 01° 25.40'N., Long. 49° 22.20' W. 
Buoy No. 2. White light Lat. 01° 17.55’ N., Long. 49° 27.72’ W. 
Buoy No. 4 White light Lat. 01° 09.64'N., Long. 49° 33.33’ W. 
Buoy No. 6 Green light Lat. 01° 01.78’ N., Long. 49° 38.93’ W. 
Buoy No. 8 Green light Lat. 01° 00.29'N., Long. 49° 40.52’ W. 
Buoy No.10 Greenlight Lat. 00° 50.80'N., Long. 49° 42.17’ W. 
Buoy No. 12 Green light Lat. 00° 57.35’ N., Long. 49° 44.00’ W. 
Buoy No. 14 Green light Lat. 00° 56.38'N., Long. 49° 46.31’ W. 
Buoy No. 16 Green light Lat. 00° 55.41'N., Long. 49° 48.58’ W. 
Buoy No. 1 Red light Lat. 01° 02.39'N., Long. 49° 39.52’ W. 
Buoy No. 3 Red light Lat. 01° 00.94’ N., Long. 49° 41.12’ W 
Buoy No. 5 Red light Lat. 00° 59.49'N., Long. 49° 42.71’ W. 
Buoy No. 7 Red light Lat. 00° 58.12'N., Long. 49° 44.41" W 
Buoy 9 Red light Lat. 00° 57.19'N., Long. 49° 46.62’ W. 
Buoy No. 11 Red light Lat. 00° 56.23’ N., Long. 49° 48.86’ W. 


According to the Brazilian Navy, all buoys are in position and working 
(more or less correct). 4 

In position 00° 56’ N., 49° 47.68’ W., there is a minimum depth of 
9.1m. extending to the middle of the channel. Mariners in this area 
should take caution and navigate in channel at 0.6 miles from Buoys 
No. 10 and No. 12, (unmarked even on latest edition chart). 
NOTE: Italic text is Master's comments. 


OPERATORS: Mineracao Rio do Norte S.A. - MRN 
Legal Domicile: 

Rodovia Br. 316, Km 3 

Ananindeua — Para. 

CEP: 67.000 

Telex: (91) 0977 

Telephone: (091) 235-3844 

Fax: (091) 235-3848 
Works: 

Mineracao Rio do Norte S.A. - MRN 

Porto Trombetas, Para 

CEP 68.275 

Telex: (91) 4036 

Telephone: (091) 549-1335 

Fax: (091) 549-1397 

Cables: “RIONORTE”. 

Contact: Mr. Oscar Sampaio (Dock Master). 
Main Office: 

Praia do Flamengo, 200 — 6° andar 

Rio de Janeiro 

CEP 22.210 

Telex: (021) 23352 

Telephone: (021) 205-9112 

Fax: (021) 245-5717 

Cable: “RIONORTE”. 

Contact: Dr. Julio Bueno (Commercial Manager) 


RECIFE (Pernambuco): 08.04 S. 34.52 W. (See Plan) 


PORT LIMITS: West of Longitude 34° 50’ W. and between Latitudes 
08° 00’ S. and 08° 07’ S. 

DOCUMENTS: Most of the documents required by the local authorities 
are presented by the vessel's Agents after arrival. 

Master must have on hand, on arrival, the following documents: 

7 Crew Lists. 

1 International Health Declaration completed and signed. 

Clearance from last port of call. 

Manifests of the cargo to be discharged. 

Copies of Bills of Lading of the cargo to be discharged. 

PILOTAGE: Compulsory. Pilots board the vessel at Southern end of 
Banco Ingles, at approximate position Lat. 08° 05’ S., Long. 34° 50’ W. 
Vessels must give accurate ETA to their Agents, not to the Pilot 
Association, however when within VHF range, vessel should 
communicate with the Pilot Association, if no instructions have been 
received from the Agents or the Pilot does not board upon arrival. 
ANCHORAGES: Most favourable position for ships to await pilot boat 
is 1.5 miles in direction 303° from “Picao”’, also just outside the 6 fathom 
line. In fine weather ships can sail to a position 8 cables from “Picao” 
in same direction just South of buoy. Anchorage in fine weather between 
above-mentioned places; in bad weather more than 1.5 miles in direction 
303° from “Picao” and North and South of line, in water of 7 fathoms 
and 8 fathoms depth. 

RESTRICTIONS: Vessels only enter port at night in cases of necessity. 
3 ft. under keel clearance required when heavy swell running. 

The port is situated between 2 channels, 1 to the North, the other to 
the South, which are the main fairways of the port. The Southern 
Channel is 850 ft. wide by 32 ft. 6 in. deep and the Northern Channel is 
32 ft. deep but with variable width. 

Tankers: May enter and leave during daylight only (0500 — 1800 hrs.). 

Also see “Tankers”. 

MAX. SIZE: Vessels 220m. in length can enter, max. draft 31 ft. 

Also see “Tankers”. 

HEALTH: Free Pratique is granted by radio at any time, day or night. 

Masters must radio to “Saporto Recife”, informing sanitary conditions 

7 Li vessel, reporting any case of sickness and requesting Free 
ratique. 

RADIO: A very powerful radio station “PPO"-Olinda Radio now 

available, operating on radiotelephony and radiotelegraphy, with VHF 

and HF in all maritime frequencies. 

RADAR: No facilities available. 

TUGS: Pilot brings vessels to inner harbour where tugs available to help 

to go alongside; not practice for tugs to meet vessels on Outer Roads. 

3 tugs available, largest 1,680 h.p. Vessels up to 5,000 g.r.t. require 

1 tug. Vessels over 5,000 g.r.t. require 2 tugs. 

BERTHING: Vessels arriving at Recife Roads with 26 ft. can enter port 

on low tide and can go alongside from Sugar Terminal to Warehouse 

No. 9, over 26 ft. it is better to wait for high tides to enter, 31 ft. being 

the max. draft for entering Recife. 

Depth alongside wharves: 

Berth Nos.1-—2 31 ft. 
Berth Nos.3-6 30 ft. 
Berth Nos. 7—14 28 ft. — 30 ft. 
Berth No. 15 27 ft. 

At anchorage (pool) in port, max. draft is 31 ft. Depth between 32 ft. 
and 26 ft., the max. rise of tide being 5 ft. Distance from the quay side, 
200 m. Manoeuvring space is 1,640 ft. or 500 m. with a depth of 28 — 
30 ft. max.; 590 ft. or 180 m. with a depth of 26 ft. 


BRAZIL 


SPECIAL CARGO FACILITIES: Cereals: Silos with unloaders. Silos 
capacity: 25,000 tons (CAGEP), 23,500 tons (Moinho Recife). 
Capacity of unloaders: 400 t.p.h. (Berth No. 1), 150t.p.h. (Berth 
No. 9), 150 t.p.h. (Berths No. 9 — 10). 
Sugar: Sugar Terminal: Warehouse capacity 200,000 tons, capacity of 
loader 1,000 t.p.h. 
Molasses: Tanks: Capacity to store 14,000 tons, capacity of loader 
120 cu.m.p.h. 
Cranes: 
1 Crane with capacity of 25 tons (Berth No. 2). 
4 Cranes with capacity of 3.2 tons 
3 Cranes with capacity of 5 tons 
15 Cranes with capacity of 1.5 tons 
3 Automobile cranes with elevated cab capacity of 8 tons, with 2 
clamshell and 2 graiffers. 
Fork Lifts: 
1 special fork-lift for containers with capacity of 40 tons. 
63 fork-lifts with capacity of 2.5, 3, 4 and 7 tons. 
Floating Crane: 1 floating crane, capacity 100 tons. 


STEVEDORES: Advise Agents of ETA at least 48 hours prior to arrival 
to make necessary berthing arrangements and hire dock labourers and 
stevedores in time. 


MEDICAL: In urgent cases communicate with Agents immediately by 
means of Radio at least 48 hours prior to vessel's arrival if possible. It 
is necessary for vessel to enter port to enable sick person to land 
because on outer roads there is too much swell. Not necessary to Dock. 
Port Doctor must be advised by Agents and will board to see sick person 
and grant permission to land in Recife temporarily. Hospitals available 
also First Aid Stations equipped with ambulances. Port Authority also 
equipped with ambulance. Crews should always have yellow fever 
inoculation certificates. 


TANKERS: Oil companies who keep petroleum products here are: 
Petrobras, Esso, Texaco, Shell and Atlantic. To discharge petroleum 
products tankers utilise 110 in. at Berth No. 1; 4x8 in. and 4x6 in. at 
No. 2; 2x8 in. and 26 in. at No. 3 and 1x8 in. and 110 in. at No. 4. 
Max. safe draft for a tanker to enter Recife is 30 ft. and entry must take 
place on high tide. 


DENSITY: Low water density in Summer time 1028. High water density 
in Summer time 1027. 


FRESH WATER: Supplied by Port Administration by means of pipelines 
in the docks. Vessels can be supplied alongside any quay; water fit for 
human consumption. 

The local Port Administration has 1 water barge, capacity 210 tons, 
for supply to vessels inside the breakwater. 

There are 71 hydrants, diameter 2.5 in., rate 15 — 20 t.p.h. 


FUEL: Fuel oil and diesel can be loaded from network along the quay. 
Berth No. 4: 3x8 in. and 3x6 in. 
Berth No. 5: 4x8 in. and 4x6 in. 
Berth No. 6: 3x8 in. and 3x6 in. 
All ae Capacity 150 t.p.h. (fuel — 8 in.) and 45 t.p.h. — 50 t.p.h. (diesel 
— 6in. 
Fuel oil and diesel also available by road trucks with capacity 30 tons 
at Berth Nos. 7 — 15. 
Also see “General” before first port. 


CONSULS: The following countries are represented in Recife/ 
Pernambuco: 
Argentina Great Britain Netherlands 
Belgium Guatemala Norway 
Costa Rica Honduras Portugal 
Denmark Italy Spain 
El Salvador Japan Sweden 
Ecuador Lebanon Switzerland 
France Mexico United States 


Germany 
REPAIRS: Available but limited to small mechanical equipment. 
SURVEYORS: 1. Supervise and Superinspect are companies available 
to do cargo surveys. 

2. Lloyd's Register, A.B., B.V., Salvage Association and U.S. Salvage 
are available at the port. 
GANGWAY/DECK WATCHMEN: Compulsory. 
OPENING/CLOSING HATCHES: Normally by stevedores but crew 
helps when stevedores not familiar with hatches of modern vessels. 
CUSTOMS ALLOWANCES: One carton cigarettes and one bottle of 
spirits allowed each man at Customs discretion. 
REPATRIATION: Facilities by air available. 
AIRPORT: Situated 9 miles from docks. 228 flights per week. 
TIME: GMT minus 3 hours. 
HOLIDAYS: National Holidays: Fraternidade Universal (January 1st); 
Tiradentes (April 21st); Labour Day (May 1st); Brazil's Independence 
Day (September 7th); Nossa Senhora Aparecida (October 12th); 
Commemoration of the Republic (November 15th); Christmas Day 
(December 25th). 
State Holidays: Nossa Senhora da Conceicao (December 8th); Nossa 
Senhora do Carmo (July 16th); Good Friday, Sao Joao (June 24th). 
POLICE/AMBULANCE/FIRE: Harbour Police Tel: 2241024. Port State 
Fire Brigade Tel: 193. Ambulance (First Aid) Tel: 192. State Police 
Tel: 190. 
TELEPHONES: Can be connected on board if requested. 
BANKS: City Bank — Av. Marques de Olinda, 126. Tel: 224.7922. 
Telex: (081) 1093. 

Bank of London — Rua Estreita do Rosario, s/no. Tel: 224.3729. 
Telex: (081) 1173. 
STORING: See “Prelims”. 

1. Vessel can be stored only by trucks. 

2. Vessel cannot store from barges. Storing must be done directly 
onto/from wagons and warehouses. 

3. Trucks can proceed alongside at the berth. 

4. Fork-lift trucks can be used on the jetty to handle stores. 
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5. As a rule, when cargoes go to the warehouses they must pay in 
advance a fee corresponding to one month's rent, which costs 1% of 
the value of the cargo. If the cargo remains another month then 2% of 
its value must be paid as a fee. If the owner of the cargo doesn’t clear 
it through Customs in 3 months it will be confiscated. Certain kinds of 
cargoes, such as, fertilizers, wheat, corn, oil derivated goods and rollers 
have an anticipated dispatch and there will be 6 days free-of-charge for 
them to take them out of the port. 

6. Local Riggers can be employed to assist with storing. 

IDENTITY CARDS: Foreign crew members not permitted to go ashore 
without presentation of identity card, on which is a photograph of holder 
and personal details. These cards are provided by the Agent upon 
arrival. The identity card must be delivered on disembarkation to the 
Federal Police who will return it to the crew member on re-embarkation. 
DEVELOPMENTS: Plans are underway to dredge the access channel 
to 11.5 m. It is also intended to construct new berths for general cargo 
and molasses tankers, and to modernise the existing berths. 

AUTHORITY: Administracao do Porto do Recife — Portobras, P.O.Box 
720, Praca Artur Oscar — s/no, Recife, PE, Brazil 50.000. Te/: 231.4044, 
231.4144. Telex: 1018. Contact: Milton Pires de Souza, Administrator. 


REGENCIA: 19.41 S. 39.41 W. 


This terminal is located on the East coast of Brazil in the State of 
Espirito Santo, approximately 80 km. to the North of Vitoria. It consists 
of an oil storage area, a pipe-line both on land and underwater with a 
diameter of 16 in., 4 km. long and a set of buoys for mooring vessels. 
Its purpose is storage and poser to production of oil products from 
the fields of the State of Espirito Santo, principally the field of Lagoa 
Parda which is next to the terminal. 

The set of buoys is designed to handle vessels up to 50,000 g.r.t., 
permitting a maximum draft of 13 m. 

PILOTAGE: The area has Pilots to attend to the manoeuvring of vessels 
at the buoys. 

TIME: GMT minus 3 hours. 

AUTHORITY: Companhia Docas do Espirito Santo — CODESA, 
Av.Getulio Vargas No. 556, Vitoria, Espirito Santo, CEP 29000, Brazil. 
Tel: (027) 222-1311. Telex: (027) 2118. FAX: (027) 222-7360. 
Contact: Dirceu Cardoso, Director. 


RIO DE JANEIRO: 22.54 S. 43.12 W. 


(A) GENERAL CARGO SECTION. 
(B) TANKER SECTION. 


(See Plan) 


(A) GENERAL CARGO SECTION 


LOCATION: The port of Rio de Janeiro is located geographically in the 
inlet on the coast (Western) of the Bay of Guanabara, in the city of 
Rio de Janeiro, capital of the state of Rio de Janeiro. 

DOCUMENTS: See “General” before first port. 

CLEARANCE: All clearance is taken care of at the Quarantine 
Anchorage (Pratique, Custom’s, Immigration). Accommodation ladder 
must be rigged for this purpose. 

Shipmaster’s Report: Clearance also carried out alongside. 

After clearance by the Customs a dark blue flag with a white five- 

pointed star in the middie must be shown day and night during vessels 
Stay in port. Derat service is available. Inspection of the vessel will be 
made by inspectors to whom the valid derat or derat-exemption 
certificate must be shown. 
PILOTAGE: The pilotage service is compulsory for national vessels of 
more than 42 ft. length and for foreign craft of more than 37 ft. length, 
in the following situation: From the Waiting Zone, in the anchorage (about 
2 nautical miles to the North of Rasa Island), for any anchorage within 
the Bay of Guanabara. 

Pilots board vessels at the following geographical point: 

Lat. 23° 02’ S., Long. 43° 08’ W. 

Requests for pilotage service may be made via the ship's Agent by 
telephone 24 hours ahead of the ship’s arrival, or to Av. Rio Branco 
No. 4 — Room 1501, there being available a total of 33 Pilots. 

Pilots may also be requested by radio, via Station PPR — Radio Rio, 
operating on frequencies 17,194; 13,105; and 8,364 kHz or via Channel 
16 VHF for general call-up. For pilotage and other purposes, using 
Channels 14 and 12. 

ANCHORAGE: The Bay of Guanabara is exceptionally sheltered from 
all winds encountered in the region. All vessels must pay maximum 
attention to the large number of areas and sectors where anchoring is 
prohibited, and which are shown on the nautical charts, and in particular 
on Brazilian Chart DHN No. 1501. 
Permitted areas: 
a Inspection by Customs, Health and Maritime Police: 

Lat. 22° 53’ S., Long. 43° 09’ W. 
Z: For Warships: 

Lat. 22° 54’ S., Long. 43° 10’ W. 
3. For loading and discharge: 

Lat. 22° 53' S., Long. 43° 11' W. 
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4. For LASH and container vessels: 
Lat. 22° 53’ S., Long. 43° 10’ W. 
5. For LASH vessel barges: 


Lat. 22° 53’ S., Long. 43° 10’ W. 
6. For vessels under repair or waiting for berths: 
Lat. 22° 51' S., Long. 43° 10’ W. — 43° 11’ W. 
7. Vessels carrying explosives: 


Lat. 22°51’ S., Long. 43° 08’ W. 

Prohibited Areas: Areas marked (DHN Chart No. 1501) where vessels 

must take special precautions: 

(a) Anchoring prohibited: Pay attention to aircraft at low altitude 
during landing and take-off. 

(b) Anchoring, fishing and the use of flames prohibited, due to the 
presence of pipe-lines, liquid gas storage areas, loading and 
discharge of inflammables. 

(c) Anchoring prohibited: Access to the Almirante Tamandre 
Terminal, of Petrobras S.A. 

(d) Prohibited area: No vessel, unless expressly authorised by the 
Commander in Chief of the Navy, may approach nearer than 
200 m. during the day, the islands of Boqueirao, Rijo, Nnanqueta, 
Milho, Arueiras, Viraponga and Tipiti—acu. 

Passage through the Boqueirao Channel is prohibited between 
sunset and sunrise. 

The prohibited area of the Island of Boqueirao is marked by 
light buoys, painted yellow and orange. 

(e) Anchoring is not permitted, due to the presence of various 
submarine cables, between the Island of Cotunduba and the 
Cagarras Islands, these cables coming ashore between the 
Copacabana and Leme Bridges. 

(f) Presence of double poles, approximately 20 m. apart, running 
along the path of the canalisation, enable only small craft to pass. 

(g) Anchoring prohibited: Presence of submarine cables and ducting. 

(h) Traffic by vessels under the Presidente Costa e Silva Bridge is 
only permitted between the designated pillars. 

Traffic under the main span is exclusively for vessels of more 
than 40 ft. draft or 50,000 d.w.t. 

(i) Area prohibited to navigation, unless expressly authorised: The 
area including the islands of Flores, Carvalho, Ananas and 
Mexingueiro is marked by fixed buoys, topped by rectangles 
painted yellow and orange, containing warning notices. 

(j) Area Naar to navigation, unless expressly authorised. 

RESTRICTIONS: Port is accessible to all vessels at all times and states 

of the tide. Attention must be paid to messages sent by Rio Radio about 

forbidden areas due to Marine exercises with live ammunition along the 
coast near entrance to the port. 

Access Channel: Access to the port for large vessels is via a channel 

well dredged to a depth of 17 m., passing close to Copacabana Beach, 

and to the West of the island of Cotunduba. This channel goes as far 
as the port basin area, reaching also the oil terminals located inside the 

Bay of Guanabara. The safety depth located directly to the South of 

Leme Bridge is 20 m. 

The Access Channels to Gamboa, Sao Cristovao, Caju and the 
Mineral and Coal Area are dredged, respectively, to depths of 10 m., 
8.5 m., 6.0 m. and 12 m. 

The total length of the main access channel is 18.5 km. There being 
a distance of 11.1 km. between the outer part of the Bay to the 
anchorages, and the other 7.4 km. in a Northerly direction, from the 
anchorages to the Almirante Tamandre Oil Terminal. Depths vary from 
20 m. to 35 m. 

Access Channel to the Quays: Length Width 

(m.) (m.) 


1. Maua Pier Quay — 

2. Gamboa Quay 3,000 250 
3. Sao Cristovao Quay 4,000 150 
4. Caju Quay 5,000 80 
5. PMC Quay (Oil Mineral & Coal) 3,000 150 


Manoeuvring Basin: Such basins are located in the actual access 
channels to the quays. Normally, vessels manoeuvre off the quay and 
in front of their intended berth. The areas available at the various quays 
are as follows: 


Length Width 
(m.) (m.) 
1. Maua Pier Quay 400 200 
2. Gamboa Quay 3,000 250 
3. Sao Cristovao Quay 1,000 150 
4. Caju Quay 1,000 80 


5. PMC Quay 760 200 
MAX. SIZE: No limits for entering port. Draft limited by berth depth. 
HEALTH: Vessels from another Brazilian port automatically receive Free 
Pratique and should not fly quarantine flag. If suspected disease or fever 
on board it is advisable to cable Agent before arrival. Also see ‘General’ 
before first port. 
RADIO/VHF: Rio Radio, call sign PPR. Working frequencies 17,194; 
13,105; and 8,364 kHz. VHF marine radiotelephone is available. 
Channel 16 for general call, Channels 14 and 12 for Pilot and harbour 
purposes. 
TUGS: There is adequate tow-boat service at Rio de Janeiro varying 
from 220 h.p. to 1,200 h.p., tariff being divided into sections — 200 h.p. 
to 600 h.p. and 601 h.p. to 1,200 h.p. The number of tugs to be employed 
in a service depends on the tonnage of the vessel and/or nature of the 
berth and respective approaches, as determined by the naval authorities. 
Ship's lines usually employed. 
Requirements: The assistance of tugs for mooring and departure 
operations is governed by the perish rules: 
(a) Manoeuvring at the Gamboa and Sao Cristovao Quays: 

vessels up to 2,000 g.r.t. no tug. 

2,001 to 5,000 g.r.t. 1 small tug. 

5001 to 15,000 g.r.t. 1 large and 1 small tug. 

15,001 to 30,000 g.r.t. 2 large and 1 small tug. 

over 30,000 g.r.t. 2 large and 2 small tugs. 


(b) Manoeuvring at the Caju Quay (Warehouses 31 to 33): 
vessels up to 2,000 g.r.t. without tug. 
2,001 to 5,000 g.r.t. 1 small tug. 
5,001 to 15,000 g.r.t. 1 large tug and 1 small tug. 
over 15,000 g.r.t. 1 large tug and 2 small tugs. 
(c) Manoeuvring at the Mineral and Coal Quay: 
vessels up to 2,000 g.r.t. without tug. 
2,001 to 5,000 g.r.t. 2 small tugs. 
5,001 to 15,000 g.r.t. 2 large and 1 small tug. 
over 30,000 g.r.t. 3 large and 1 small tug. 
(d) Manoeuvring at the Petroleum Terminals, Maua Pier and Docks: 
vessels up to 4,000 g.r.t. 1 small tug. 
4,001 to 15,000 g.r.t. 1 large and 1 small tug. 
15,001 to 30,000 g.r.t. (loaded) 2 large and 1 small tug. 
15,001 to 30,000 g.r.t. (in ballast) 2 large tugs. 
over 30,000 g.r.t. (ballast) 3 large tugs. 
over 30,000 g.r.t. (loaded) 3 large and 1 small tug. 

ie following must also be observed: 

All vessels (tankers) manoeuvring at quays which are not terminals 
* will be assisted by tugs as shown in section (d). 

2. The requirements in sections (a), (b), (c) and (d) will apply when the 
manoeuvre is effected under normal conditions. 

3. In abnormal conditions, and according to the Pilot's judgement, other 
necessary measures will be adopted to ensure safety of the 
manoeuvre. 

4. When a vessel is manoeuvring with the aid of a tug, the Pilot may 
call for a further tug with power compatible with the requirements of 
the manoeuvre. 

5. A tug will be considered as large where its power is in excess of 
600 h.p. 

BERTHING: 

obligatory 

For vessels loading iron ore, it is important that hatch coamings are 
not higher than 31 ft. above the water-line in order to pass under the 


Berth usually accessible day and night. Ratguards 


loading belt. 
Berth Length Depth Use 
(m.) —— (m) 
1 150 9.1. General cargo, containers, 
steel 
2 150 9.1 General, steel, chemical 
products, containers 
3 150 8.3 General, steel, chemical 
products, containers 
4 150 8.2 General, steel, containers 
Maua 1 165 7.3 General cargo, containers 
Maua 2 160 10.0 General cargo, steel, coal, 
minerals, containers, 
vehicles 
Maua 3 160 9.2 General cargo, coal, chemical 
products, containers and 
new vehicles 
Maua 4 160 8.3 General cargo, containers, 
steel, new vehicles 
5 280 8.8 General cargo, steel, wheat, 
containers 
7 150 9.1. General cargo, steel 
products, chemicals, 
containers 
8 150 10.3. General cargo, steel, coal, 
containers 
Frigorifico 150 8.5 General cargo, steel, 
containers 
10 150 8.8 General cargo, steel, 
containers 
11 150 9.1 General cargo, steel, 
containers 
12 150 8.3 General cargo, steel, 
containers 
Patio 8/9 150 9.2 General cargo, steel, fertiliser, 
coal, minerals, containers 
13 150 7.4 General cargo, steel, 
containers 
14 150 7.9 General cargo, steel, 
containers 
15 140 9.0 General cargo, steel, 
lubricating oil, containers 
16 140 8.8 General cargo, containers 
17 140 8.2 General cargo, containers 
18 140 7.2 General cargo, containers 
22 240 7.1 General cargo, wheat, coal, 
minerals, salt, containers, 
Ro-Ro 
Terminal de Sal 120 8.5 Coal, salt, containers 
Parque de Carvao 790 8.0 General cargo, steel, fertiliser, 
chemical products, 
containers, Ro-Ro, new 
vehicles, coal, minerals, 
lube oil 
30 100 7.0 General cargo, steel, 
containers, Ro-Ro 
31 200 5.6 General cargo, containers 
Parque de 
Inflamaveis 550 6.4 General cargo, steel, 
petroleum, vegetable oil, 
chemical products, 
containers 
Parque de Minerio 480 12.0 General cargo, minerals, 
containers 
Parque de Minerio 280 13.0 Steel products and minerals 


BRAZIL 


Report: Companhia Docas do Rio de Janeiro advised the following in 
March 1990. 


Quay Length Depth 
(m.) (m.) 
Pier Maua 680 8.8—10.0 
Cais da Gamboa 2,995 9.0—-10.0 
Cais de Sao Cristovao 1,275 6.0-8.5 
Cais do Caju 873 5.0-6.5 
Cais do PMC 285 11.0-12.0 
Container Terminal 480 12.5 


CARGO FACILITIES: 

Passenger Station: 1 with an area of 2,035.5 sq.m. 

Storage Areas: Covered (14) with an area of 14,215.95 sq.m. 

Open — (20) with an area of 1,149,298.40 sq.m. 

Warehouses: Internal — 22 with a total area of 93,600 sq.m. 

External — 9 with a total area of 66,724 sq.m. 

Refrigerated: area of 27,864 sq.m., volumetric capacity of 66,240 cu.m. 

or 15,200 tonnes. 

Passenger Station — 1 with an area of 2,033 sq.m. 

English Mill Area — 1 with an area of 2,033 sq.m. 

Silos: 

Rio de Janeiro Mill: 

1 with 24 cells with 6,000 tons capacity 
1 with 40 cells with 12,000 tons capacity 
1 with 17 cells with 20,000 tons capacity. 

Da Luz Mill: 

1 with 42 cells with an individual capacity of 320 tons and a total 
of 15,000 tons. 

Guanabara Mill: 

10 with 1,500 tons capacity each. 
2 with 380 tons capacity each. 

Observation: There are 5 suction units for wheat discharge, with a 

nominal capacity of between 70 t.p.h. and 160 t.p.h. 

Terminals: 

Minerals: 

Movement capacity: 60,000 tons per day. 
Storage capacity: 250,000 tons 
Normal removal rate: 6,000 t.p.h. 

- Lenath of transport conveyors: 2,129 m. 

alt: 
An area of 2,157 sq.m. 

Containers: 

Container handling occurs as far as Caju Quay, and the areas 
adjacent to internal warehouse Nos. 30, 31, 32. Warehouse No. 32 
(internal) is used for containerised cargo and has a total area of 
50,000 sq.m. 

Container discharge can be effected on all quays intended for deep 
sea and coastal vesels, i.e. from the Maua Pier as far as internal 
warehouse No. 18. 

When a container is discharged on to the quay, this occurs onto trucks 
which go to the Terminal Area which can accommodate up to 2,673 
units (including 270 reefer containers). The equipment used for container 
discharge and handling comprises 2x32ton portainers, 2x32 ton 
transtainers on rails, 4x 10 ton forklifts, 6x 32 ton top loaders and various 
supporting equipment. 

Also, the Caju Quay has facilities for loading and discharge operations 
of “LASH” type vessels. At the end of this quay, there was recently 
constructed a terminal for Ro/Ro vessels for intermodal purposes. Also, 
on the Caju Quay, there is an area for storage of heavy lifts, covering 
29,272 sq.m. 

EQUIPMENT: 

Cranes: Jib — 96 with capacities from 3 tons to 40 tons. 

On tyred wheels: 10, with capacities from 30 tons to 150 tons. 
Railborne: 1 of 12 tons. 

Stacker Trucks: 161 with capacities from 3.5 tons to 37 tons. 

Winches and Floating Cranes: Winch “Piaui” with 250 tons capacity; 
Winch “Presidente Castelo Branco” with 
capacity of 200 tons. 

Tractors: On tyred wheels: 10 with capacity of 50 tons to 100 tons traction 
Track Mobile (Road/Rail): 6 with capacity of 700 tons to 1,500 
tons traction. 

Lorries: 40 

Trucks: 19, from 20 tons to 40 tons. 

Mechanical Shovels: 8, from 2.5 cu. yards to 4 cu. yards. 

Grain Suction Units: 3x 300 t.p.h., 2x70 t.p.h. (portable). 

Rolling Bridges: 196, from 1.5 tons to 2 tons. 

Launches: 4 with power from 35 h.p. to 150 h.p. 

Locomotives: 17, with capacity from 550 tons to 1,500 tons traction 

Underground Crushers: (for minerals): 1 for 2,000 t.p.h. (discharging 2 

wagons at once); 1 for 4,000 t.p.h. (discharging up to 6 wagons at once). 

STEVEDORES: Cable Agent ETA 36 hours before arrival in order to 

arrange gangs required. When arriving during week-ends or on Monday, 

Agent needs ETA on Friday afternoon. Loading/discharge rates: 

General cargo cases 7 to 8 tons per gang/hour. 

Bags 15 tons per gang/hour. 

Grain in bulk 1,000 tons per eight hours. 

Coal in bulk 7,000 tons per day. 

Loading iron ore 25,000 tons per day. 

MEDICAL: All facilities available. If doctor needed on arrival or making 

emergency call to land sick persons, cable ETA 12 hours before arrival. 

TANKERS: See “Section — B”. 

DENSITY: Salt water at entrance to bay. Further inland water often 

brackish, and density varies with tide. 

FRESH WATER: Available alongside from 87 points, loading rate 

50 dg available by barge, capacity 450 tons, loading rate 100 — 

200 t.p.h. 

FUEL: Available by barge at anchorage. Rate for fuel oil 350 t.p.h. and 

gas oil 200 t.p.h. Also see “General” before first port. 

CONSULS: Most countries have consuls in Rio. 
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REPAIRS: All types deck and engine repairs can be effected. Five dry 
docks. ete dry dock, length 259 m., breadth 34 m., max. draft 14 m. 
WATCHMEN: Gangway watchmen strongly recommended for any 
vessels working cargo with shore labour on board. Watchmen from shore 
not necessary for coal, iron ore, and oil cargoes. 
PIRACY: Two crew members were killed when a vessel was raided in 
February 1992. The vessel was at anchor near the Petrobras Terminal. 
The pirates were armed with machine guns and pistols. 
CUSTOMS ALLOWANCES: Each crew member allowed 2 cartons of 
cigarettes and one bottle wine or spirits. 
AIRPORT: Santos Dumont, in the centre of the city, and Rio de Janeiro 
International, located on Governor's Island (Ilha do Governador). 
POLICE/FIRE/AMBULANCE: Police 190; Maritime Police 263-3747; 
Ambulance 222-2121; Fire 232-1234. 
HOLIDAYS: Requests for operational services for these days must be 
made in advance (minimum of 24 hours). The only holidays not worked 
are 1st May and 2nd November. 
Fixed: 
National: 1st January 

21st April 

1st May 

7th September 

12th October 

25th December 


Regional: 20th January 


Movable: 

Monday and Tuesday of Carnival 

Ash Wednesday 

Good Friday 

Corpus Christi 
Commemorative Days: 

28th January (Port Day) 

2nd November (All Saints’) 

Federal and State Government Departments, as well as banks, do 

not work on Saturday. 
TIME: GMT minus 3 hours. 
TELEPHONES: Available at warehouses 1—8 on request to the Brazilian 
Telephone Company. 
SHORE LEAVE: Shore leave is permitted. 
IDENTITY CARDS: Foreign crew members not permitted to go ashore 
without presentation of identity card, on which is a photograph of holder 
and personal details. These cards are provided by the Agent upon 
arrival. The identity card must be delivered on disembarkation to the 
Federal Police who will return it to the crew member on re-embarkation. 
GENERAL: Vessels to fly signal letters when manoeuvring in port and 
special Brazilian Customs flag after reception. 
Charts: Brazilian Charts No. 1501, 1511, 1512 and 1531. 
DEVELOPMENTS: Caju Quay is being widened and dredged to 12 m. 
to provide 2 Roll-on/Roll-off berths, 1 sulphur and salt berth, and 1 heavy 
lift general cargo berth. 


SHIPMASTER’S REPORT: 1980. 

Clearance: Clearance of vessels undertaken at quarantine anchorage 
and alongside. 

Identification Cards: \dentification Cards required for foreign crews but 
se rath necessary. Cards must be shown when leaving and entering 
the dock. 

Visitors: No unauthorised persons are allowed on board. If unauthorised 
persons found on board, heavy fines are imposed. 

Entering and Leaving: When entering and leaving at night, the full name 
of the vessel has to be flashed on the Aldis Lamp to the naval signal 
station. No VHF communications available. 

Ratguards: Should be in place when alongside. 

Flags: At all ports in Brazil the Authorities are very strict about flying of 
flags (no tangles). The “G” flag and “H” flag should be flown when Pilot 
required or on board. 


AUTHORITY: Companhia Docas do Rio de Janeiro, Rua Acre No. 21, 
4° Andar, CEP — 20.081 Centro Rio de Janeiro, R.J. Brazil. Tel: (021) 
233-4522. Telex: (021) 22.163-CDGB. Contact: Pedro Batouli, 
President. 

Porto do Rio de Janeiro (Riopor), Av. Rodrigues Alves No. 20, 
4° Andar, Rio de Janeiro, CEP — 20.081 R.J. Brazil. Te/: (021) 291-2122. 
Port Management - (021) 263 1518, 263 1796. Contact: Arnaldo Soares 
da Silva, Manager. 


(B) TANKER SECTION 

All information refers to the “Petrobras Terminal - DTSE-GEGUD” 
unless otherwise stated. 

LOCATION: 

DTSE-GEGUD is an oil terminal consisting of 5 different mooring sites 
all of them located inside Guanabara Bay. 

These four (4) mooring sites are linked to Ilha d’Agua and then to the 
mainland (Duque de Caxias Refinery-Reduc) by submarine pipe-lines. 
South Dock-Island (main) 

Lat. 22° 49.2’ S. 

Long. 43° 09.2’ W. 

North Dock-Island (secondary) 

Lat. 22° 38.3’ S. 

Long. 43° 09’ W. 

Ilha Redonda Pier 

Lat. 22° 48.1' S. 

Long. 43° 07.2’ W. 
IMPORTANT FEATURES: 

1. Five mooring berths, in the vicinities of Ilha do Govenador (the 
largest of Guanabara Bay), are available for loading and discharging of 
crude oil, derivatives and LPG. 

2. Pilotage is compulsory for any shifting inside the bay. 

3. Safety Rules are strictly enforced. 

4. Display of quarantine signal — “Quebec” flag — must be maintained 
until Free Pratique is granted. 
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East Berth (PP1) or 
West Berth (PP2) 


East Berth (PS1) or 
West Berth (PS2) 


West Berth (IR) 


5. Neither in port nor in Brazilian coastal waters may dirty ballast be 
pumped overboard. 

6. Emergency signal consists of a series of short blasts followed by 
a long one on the ship's whistle or siren. 

7. Tankers up to 135,000 d.w.t. operate at the terminal. Draft is 
15.8 m. (52 ft.) or below at LW. 

Remarks: Non-compliance of item 7 above stated will result in rejection 
of the ship as being unsuitable for this terminal. 

DOCUMENTS: 

Immigration and Maritime Police: The following documents have to be 
submitted to the boarding Maritime Police Officials: 

1 copy Crew List. 

1 copy General List. 

3 copies Passengers List. 

3 copies Passengers-in-Transit List. 

Health: The following documents have to be submitted to the boarding 
Health Officials: 

1 copy Vaccination List. 

1 copy Certificate of Derat Exemption. 

1 copy Maritime Health Declaration. 

1 copy List of Drugs and Narcotics. 

1 copy Passengers-in-Transit List. 

1 copy Passenger List. 

Customs: The following documents have to be submitted to the boarding 
Custom Officials: 

3 copies Crew List. 

3 copies Spare Parts List. 

3 copies Stores List. 

3 copies Provisions List. 

3 copies Drugs and Narcotics List. 

(if not included in the Stores List). 

1 copy Cargo Manifest. 

1 copy Bills of Lading. 

2 copies Passengers List. 

2 copies Passengers-in-Transit List. 

3 copies Crew Personal Effects List. 

3 Passengers Personal Effects List. 

Note: Supplies, stores, cigarettes, cigars, tobacco, alcoholic 
beverages, arms, ammunitions, souvenirs, playing cards, drugs and 
narcotics, medicines (not in use) etc., must be kept under lock and key; 
the doors of the storage rooms will be sealed by the Customs Officials 
and the seal must be kept unbroken throughout the vessel's stay in port. 

Any goods or personal effects omitted from the lists may be 
confiscated. 

Extracts of Sea Protest drawn out from the Log Book must be 
submitted to the boarding Customs Officials in case of accident which 
has caused damage or loss of cargo or part of it. 

Ship’s Agent: The ship's Agent will need the following documents: 

3 copies Passengers List. 

3 copies Passengers-Iin-Transit List. 

3 copies Crew List. 

The Agent will take care of necessary steps in order to grant the 
Disembarkation Cards. 

Leaving Clearance: Masters must appoint their ship's Agent at Rio de 
Janeiro and have their International Safety Certificates in force. It is also 
necessary for vessels Leaving Clearance: 

Leaving Permit from Customs. 

Leaving Permit from the Captain of the Port. 

Leaving Permit from the Maritime Police. 

Leaving Permit from Brazil Mail (Passe de E.C.T.). 

General: The Customs flag (blue with a white star) must be flown from 
the vessel's mast or yard throughout the vessel's stay in port. 

Special licence from the Captain of the Port must be granted for 
passengers bound for foreign countries and so their names must be 
given and their passports must be delivered to Agents at least 48 hours 
before they apply for the vessel's leaving permit. 

The number of disembarking passengers must be radioed to Agents 
at least 24 hours before the vessel's expected time of arrival. 
APPROACHES: The safe access to the Terminal is made through a 
main (deep but narrow) channel swept to 17m. (56 ft.) that begins 
between the Island of Cotunduba and the Point of Leme. It extends as 
far as the East neighbourhood of the South Dock-Island East Berth. As 
long as the ship does not exceed 11.3 m. (37 ft.) the access can also 
be undertaken through the North — South axis passing by Ilha Cotunduba 
and the bar's entrance (secondary entry, larger but shallower). 

A long bridge (Rio-Niteroi), linking Ponta do Caju (West) to Ilha do 
Mocangue Grande (East) it crosses the swept channel. Three navigable 
spaces: — the central one 270 m. (886 ft.) wide; 63 m. (206 ft.) high at 
MLWS, the side ones with 170 m. (557 ft.) in width — will maintain the 
safe access for ships. 

A shoal (reef) in 11.5 m. (38 ft.) deep lies about 0.3 m. E.N.E. of Lage 
Is. just after the bar's narrow entrance (between Sao Joao and Santa 
Cruz Points). 

A wreck marked by a green buoy (CS) lies sunk nearly 1.3 miles 
Eastward of Cotunduba Island. 

When approaching the coast of Guanabara Bay entrance, vessels 
should keep a particularly sharp lookout for fishing boats and small craft. 
ANCHORAGE: Vessels should anchor N.E. of liha Fiscal for port 
authorities clearance (Lat. 22° 53’ S., Long. 43° 09’ W.). After Pratique 
has been granted they should change anchorage site while awaiting for 
a berth alongside. 

Vessels should anchor clear of the 17 m. (56 ft.) swept channel. They 
must take care to avoid dropping their anchors on the route of submarine 
cable near to a line joining the islands of Villegagnon and Boa Viagem. 

For further information refer to Brazilian Charts No. 1501, 1511 and 

1512 (DHN-Navy Hydrographic Office). 
Prohibited Anchorage: Under no circumstances should ships drop 
anchor Westwards and between South and North platforms due to the 
existence of submarine pipe-lines connecting Ilha D'agua to the 
platforms and to Ilha Redonda. 


Ships are also prohibited from anchoring in the fairway of the ferry 
boats plying between Rio and Niteroi. 

Also see “Pilotage”’. 
READINESS: The time of Readiness will be considered as the instant 
that the ship crosses the Santa Cruz Point, if the ship is ready in all 


respects. / . f 
PILOTAGE: Pilotage is compulsory after the ship's Free Pratique has 
been granted. 

Request for pilotage service may be made either to the Harbour Pilot's 
Working Co-operative (pilot station VHF Radiotelephone — Channels 16 
and 12. Listening period from 0600 to 1800 hrs. local time) or, through 
ship's Agent, 24 hours beforehand. 

For tankers larger than 100,000 d.w.t. Pilots usually board the vessel 
outside the main channel's entrance. This will occur if weather conditions 
permit and in daylight only. Ships could also use, in most circumstances, 
a secondary entry channel with North-South axis passing through Ilha 
Cotunduba (larger but shallower) as long as their draft does not exceed 
11.38 m. (37 ft.). In certain cases and at the discretion of the Pilot, 
according to the prevailing conditions, ships will use this channel with 
a draft up to 12.5 m. (41 ft.). 

For ships of any tonnage and draft of more than 37 ft. (11.30 m.) 
coming from South, pilot position is at Lat. 23°00'00’S., 
Long. 43° 08’ 48" W. Coming from the North, the pilot position is 
Lat. 23° 00’ 00” S., Long. 43° 06’ 12” W. 

For tankers less than 11.30 m. (37 ft.) draft, Pilot embarks beyond 
Sta. Cruz Point on the Villegagnon Lighthouse and Boa Viagem Island 
alignment. 

A pilot ladder must be safely rigged for immediate use and be long 
enough to reach the Pilot's launch. At night adequate lighting must be 
rigged so as to enable the Pilot to approach and board the vessel. In 
addition, a boat rope should be led along the side, from well forward. 

Alifebuoy with 27 m. (15 fathoms) of rope must be conveniently placed 
in the vicinity of gangway for use in emergency. Vessels should always 
make a lee. 

Tankers of 40,000 d.w.t. or over are requested to have a pilot ladder 
(preferably with a centre gripping line) rigged alongside the 
accommodation ladder in order that the Pilot may transfer to it after 
about 2 m. to 3 m. (6 ft. to 10 ft.). 


RESTRICTIONS: Ships usually moor and unmoor at any hour except 
when an unexpected event arises, such as breakdowns, gales, heavy 
squalls, etc. 

See “Pilotage”’. 


TIDES: Tide and Tidal Currents: The mean tide level at Rio de Janeiro 
is 0.69 m. (2.2 ft.), sri | range 1.38 m. (4.5 ft.). The usual rate of the 
tide is about 0.7 knots; Springs run at 1.5 knots. The ebb runs much 
longer than the flood, especially after heavy rains. 


HEALTH: Free Pratique: Vessels must anchor N.E. from Ilha Fiscal for 
Port Authorities clearance. After Free Pratique is granted vessels must 
change anchorage for waiting. 

Vessels must remain at anchorage clear of the 17 m. (56 ft.) swept 
channel, and take good care not to drop anchor in the vicinity of the 
path lake cables along a line joining Pta. do Calabouco and Pta. 

ragdata. 

RADIO: Vessels under charter to Petrobras bound for Rio de Janeiro 

should advise their ETA 48 hours prior to arrival to their Agents through 

PPR (Rio Radio — Government Coast Station). Confirmation or change 

of ETA should be cabled 24 hours before arrival. When within range, 

tankers may also call their Agent on VHF radio-telephone stations for 
instructions. All ETA's should indicate whether it is local time or GMT. 

MAX. SIZE: Tankers up to 135,000 d.w.t. will operate in the terminal. 

Draft is 15.8 m. (52 ft.) at low water. 

Berthing capacity is limited by structural resistance of installation, 
actual depth of the swept channel and weather conditions. 

South Dock Island (Main) 

East Berth (PP1) — Tankers drawing up to 15.8 m. (52 ft.) draft can 
moor and unmoor at any time. 

Structural resistance of pier was designed to handle tankers up to 
105,000 d.w.t. but under special conditions this limit can be extended 
to 135,000 d.w.t. 

West Berth (PP-2): 

(a) During the daylight hours, berth can receive tankers up to 105,000 
d.w.t. drawing up to 12.00 m. (39.37 ft.) at low water. Berthing is 
starboard side alongside. 

(b) Tankers up to 90,000 d.w.t. will be unberthed at any time during the 
day or night. Max. draft 12.00 m. (39.37 ft.) at low water. 

(c) Tankers up to 35,000 d.w.t., drawing 11.00 m. (36.08 ft.) maximum, 
will be berthed or unberthed during the night or the daytime, arriving 
or sailing from North or South of the pier. 

(d) Tankers up to 35,000 d.w.t. with draft from 11.00 m. (36.08 ft.) up 
to 13.00 m. (42.65 ft.) will be berthed starboard side alongside 
during ebb tide. 

Note: After sunset, the unberthing for sailing is limited to 11.30 m. 

(36.08 ft.) maximum draft for both berths, and is the access channel 

limitation. 

Shifting ship from East to West Berth only by daylight, draft 12.8 m. 
(42 ft.), fair weather and wind speed up to 2 Beaufort. 

North Dock-Ilsland (Secondary) 

East Berth (PS1) — Tankers up to 35,000 d.w.t. can moor either by 
day or night. 

At low tide, the maximum draft permitted is 10.4 m. (34 ft.). 

West Berth (PS-2): 

(a) Same as PS-1, can receive tankers up to 35,000 d.w.t., but limited 

to 8.50 m. (27.87 ft.) draft. 

Tankers up to 20,000 d.w.t. limited to 8.50 m. (27.89 ft.) maximum 

draft will be unmoored at any time of the day or night. 

(c) Tankers up to 10,500 d.w.t. and 8.50 m. maximum draft will be 
manoeuvred at any time of the day or night. 

At low water max. permitted draft is 8.2 m. (27 ft.). 
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Ilha Redonda Pier (IR): 
Pier suitable to receive tankers with refrigerated LPG, semi- 
refrigerated and pressurised plants. 
(a) Pier can receive tankers up to 18,000 d.w.t. drawing 8.50 m. 
(27.89 ft.) maximum draft and 200 m. (656 ft.) LOA. 
(b) Tankers up to 6,000 d.w.t. with 6.50 m. (21.33 ft.) maximum draft 
can unberth at night-time if it is moored port side alongside. 
(c) Tankers of more than 190 m. (623.37 ft.) LOA shall berth during 
daylight hours only. 
VHF: The terminal radio and communication centre is located in the Oil 
Handling Control Room situated at Ilha D'agua. There is a R/T set 
operating 24 hours a day, on Channel 16 (Delta) and manned by terminal 
operators. 
It is strictly prohibited to use vessel's wireless transmitters in the port 
of Rio de Janeiro. 
Non-compliance with this regulation may result in a fine being imposed 
on vessel by the authorities. 
Transmitters: Radar and radio transmitting aerials must be switched off 
and grounded when ships are at berth. VHF communications with 
terminal and stand-by tug are permitted. 


TUGS: Tugboat assistance is rendered by two Petrobras 1,430 h.p. and 
one Petrobras 2,670 h.p. tugs. Private tugboats are also available. While 
rendering such assistance tugs act under the orders of the Harbour Pilot. 
All manoeuvring orders will normally be given by VHF telephone on 
Channel 13 (Alpha). However they usually keep watch on Channel 16. 

The tugs are usually stationed either at the terminal dolphin or “L” 
pier on Ilha D’agua and also in the Port of Rio de Janeiro. The Pilot in 
consultation with the Master, will decide the number of tugs required for 
each berthing or unberthing operation. Safety of the Terminal 
installations demands, at least, two tugboats, even for bow thruster 
equipped ships. In any case, all recommendations of Port Authorities 
must be followed. 


BERTHING: 

Petrobras: DTSE-GEGUA is an oil terminal consisting of five 
distinguished mooring sites located on different places inside the 
Guanabara Bay. 

All these mooring sites are linked to Ilha D’agua and then to the 
mainland (Duque de Caxias Refinery - REDUC) by submarine pipelines. 
Three of them are dock-islands, i.e. island-type offshore platforms lying 
near to the Eastern edge (about half mile away) of Ilha D’agua (where 
storage tanks, operation controlling room and part of the administrative 
staff are placed). Two of these dock-islands are squared platforms 
(South and North) with two berths each (East and West). The South 
one is designed for larger tankers consisting of two mooring and two 
breasting dolphins on each side of the platform. It is normally used for 
the discharge of crude oil. 

The North Dock-Island (smaller) has only two mooring dolphins on 
each side. Two berths (East and West) are also available. It is generally 
used for handling derivatives. 

Besides these mooring berths, there is a berth located on Ilha 
Redonda (approx. 2 miles E.N.E. of Ilha D’agua). This installation 
comprises one single berth (West), head of a small pier. It handles LPG 
only. Four spherical storage tanks (7,000 tons) and 3 cylindrical 
(refrigerated) storage tanks (20,000 tons) can easily be seen from 
incoming vessels. 

Other Terminals: Manguinhos Terminal — Operators: Refineria de 
Petroleo de Manguinhos. At Manguinhos terminal a draft of 36 ft. is 
permissible. Conventional buoy berth in which two ship's anchors and 
four buoys are used, one on starboard forward of the bow and three 
buoys aft. Two ship's lines run to each buoy. The terminal is situated in 
the inner harbour of Rio de Janeiro and close to the quays. Three 8 in. 
hoses from an underwater pipe-line are connected to the ship's manifold. 
Maximum back pressure is 100 p.s.i., at the ship's rail. Discharge rate 
is about 1,000 t.p.h. Care is to be taken that the vessel shall not exceed 
a draft of 40 ft. during discharge. Bunkering is permitted when 
discharging cargo. 

Riberia Terminal — depth alongside 30 ft. 
Shell Terminal - A + 31 ft. 


Texaco Terminal -—  " A 29 ft. 
CARGO INFORMATION: Terminal Facilities: 
South Dock-Island (PP): Loading/Discharging. 
Lines Hoses/Arms Max. 
Grades No. Dia. Rate No. Dia. Pressures 
(in.) (cu.m.) (in.) (p.s.i.) 
Diesel Oil/Kero 1 12 1,100 2 8 243 
Gasoline 1 12 1,100 2 8 243 
1 26 1,100 2 8 243 
Fuel Oil (HPP, LPP) 2 12/16 1,300 2 8& 12 243 
Water 1 6 50 1 2.5 150 
LPP Crude Oil 1 32 2,640 3 8 & 12 78 
26 1,530 3 8& 12 78 
Ballast/Slops 1 16 1,000 2 8&12 250 
Naphtha 2 12/14 1,200 2 8 243 
North Dock Island (PS): Loading/Discharging. 
Diesel Oil/Qav 12 1,100 2 8 243 
Gasoline/Alcohol 12 700 2 8 243 
Fuel Oil (HPP/LPP) 1 14/16 1,300 2 8& 12 243 
Water 1 S 50 1 25 150 
Ballast/Slops 2 10/16 1,000 2 8&12 150/243 
HPP Crude Oil 1 26 1,530 1 12 78 
Naphtha 2 12/14 1,200 2 8 243 
lIha Redonda Pier (IR): Loading/Discharging. 
LPG Propane 1 12 800° 1 10 260 
1 8 300°* 1 10 260 
Butadieno 1 12 200°** 1 10 260 


* Refrigerated. **Pressurised. *** Semi-refrigerated. 


LOADING: Before any loading commences, the Officer on watch may 
be invited to be present at the sample taking from the shore pipe-line 
that will be used for the oil handling. Likewise, after the first 150 cu.m. 
have been loaded (about 20 minutes) a new sample will be taken. From 
such a sample the ship will receive 2 sealed and tagged bottles 
containing the cargo. 
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At the beginning of diesel and kerosene loadings the vessel should 
concentrate the product in a single tank. As soon as the innage reaches 
0.70 m. high, then other tank valves may be switched. From that part 
of the cargo a sample is obtained and tested in the laboratory, if the 
results stand between acceptable stated specification limits, loading will 
go on without any drawbacks. During the loading of this first tank, the 
ship is requested to flush her pipes with the same grade being handled. 

Discharge of high pour point (HPP) oils will be regarded separately 
(as far as minimum pumping temperatures are concerned) in conformity 
with oil and ship characteristics. 

A time sheet form will be given to the ship's Master upon arrival. The 
form is regarded as a receipt for information on operational procedures, 
oil to be loaded, etc. 

Hose Connection: Pier crews are on duty continuously to handle oil 
hoses/arms and mooring lines. Mooring lines on board vessel will not 
be handled by Petrobras personnel. 

MEDICAL: Medical treatment and/or hospitalisation, if required, is 
provided in local clinics. Dentists are also available. For emergency 
cases (serious illness or injury) Torgua first aid may be requested by 
the Master, Internal Tel. No. 39. 

FRESH WATER: Facilities may be arranged to supply water in North 
and South platforms only. Water supplying barges are also available. 
FUEL: The Terminal can supply any type of bunkers such as Bunker 
C, MGO, MDO and MF, with different viscosities at international prices. 

The request should be sent 72hours before ship's arrival, to 
PETROBRAS-DECOM (Commerical Dept.) and Dinav (Ship Bunker 
Division) through the Agent. Telegraphic address: Petrobunker. 
Telex: 021-23335 Petrobunker. Fax: 021-2628134. Tel: 021-5343292. 

The supply rates are about 300 tonnes/hr. for Bunker C, 
180 tonnes/hr. for MGO and 450 tonnes/hr. for intermediates. 

Orders for bunkers should be placed, a minimum of 48 hrs. in 
advance, to: Marine Fuel Division, Commercial Department. Telegraphic 
Address: Petrobrasecope. Telex number: 031422 or 031423. Rio de 
Janeiro — Brazil. 

Lubricating Oil: Marine lubricant orders should be placed a minimum of 
3 days in advance and subject to confirmation, to: Petrobras S.A., 
Lubricants Management, Praca 22 de Abril No. 36, 7th Floor, Centro, 
Rio de Janeiro, Brazil, Postal Code: 20.021-370. Telex: (021) 2130853 
BR-Nucleo Maritimo. Fax: (021) 2626763, (021) 2202551. Tel: (021) 
2178139, (021) 2178107. 

Note: Requests via Agent to be made 3 days before arrival. 
BALLAST: All ballast should be pumped to the terminai slop tanks. 
Under no circumstances should it be pumped into the sea even if the 
ballast is said to be clean. As soon as the ship is moored, the Terminal 
Representative must be told of the quantity of ballast on board and the 
estimated time to pump it out. Right after discharging a sludge ballast 
of high pour point (HPP) oil, tankers are asked to flush the line with 
water from the main suction inlets. The Terminal Representative must 
be notified 30 minutes before the ship will be out of ballast. 

There are two sludge tanks with a total capacity of about 17,000 cu.m. 
The terminal is particularly interested in having vessels complete the 
deballasting operation promptly after berthing in order to minimise time 
at berth. Simultaneous loading and deballasting is encouraged on 
properly equipped vessels. 


REPAIRS: Repairs of all kinds can be effected in Rio de Janeiro. There 
are floating cranes with a capacity of 100 tons. Divers service may be 
obtained. 


DRY DOCKS: Dry Docks to hold ships up to 33,000 d.w.t. are available. 


GANGWAY/DECK WATCHMEN: Port watchmen are compulsory on all 
vessels coming from overseas throughout the vessel's stay in port. 
PIRACY: Two crew members were killed when a vessel was raided in 
February 1992. The vessel was at anchor near the Petrobras Terminal. 
The pirates were armed with machine guns and pistols. 
SURVEYORS: Lloyd's Register of Shipping, American Bureau of 
Shipping and Bureau Veritas have representatives in Rio de Janeiro. 
Advance notice should be given in order to arrange for an appointment. 
Cargo Inspectors: Chas. Martin & Co., Rua da Lapa, 200 — conj. 906, 
20.000 — Rio de Janeiro — RJ — ZC-00. Tel: 242-4219, 245-5636 and 
225-3597. 

E. W. Saybolt & Co., Rua Bras Cubas, 3 11.100 — Santos — SP. 
Tel: 4-6638. 

SGS do Brasil S.A., Av. Pres. Vargas 446, 13° Andar, 20.071 — Rio 
de Janeiro — RJ. Tel: 223-1252. Telex: (021) 23.588. 
TIME: The 30°W. (GMT minus 2 hours) is adopted for the oceanic islands 
including Fernando de Noronha. The 45°W. (GMT minus 3 hours) is 
adopted for all coastal states (for Estado do Para only the Eastward part 
of a line starting from the mouth of the Rio Jari through Rio Amazonas 
until the mouth of Rio Xiangu and through this river until the borderline 
of Estado de Mato Grosso). 
SERVICES: Compass adjustment or radio direction finder calibration 
can be effected by competent hydrographers and Extra-Masters. 
Contact Agents or Pilot's station. 
SHORE LEAVE: Ship's Crew is not permitted ashore for any purpose 
whatsoever until Pratique has been granted. Luggage and packages are 
subject to Customs Official and/or Terminal Watcher's inspection. As a 
rule shore leave is permitted with the above stated restrictions. Vessels 
are not permitted to sail unless all crew members are aboard. In case 
of Seaman left ashore for any reason whatsoever all expenses are for 
ship's account. 
GARBAGE DISPOSAL: The collection of garbage alongside is only 
permitted with Terminal authorisation. Garbage service: Equiport, 
Tel: 296-4442. 
WASTE OIL DISPOSAL: Waste oil disposal is available at Berths 
PP-1, PP-2, PS-1 and PS-2. Capacity 20,000 cu.m. Vessels can also 
deballast at anchorage by barge. 
SEAMAN’S CLUBS: The Seaman's Club provides many services. 
Tel: 233-9691 (24 hours). 
CURRENCY: Cruzeiro Real (CRS). U.S.$ 1.00 = CRS 710.00 (14.3.94). 
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GENERAL: 

Turnround: To promote the economical operation of their vessel, Masters 

are requested to co-operate with Terminal Representatives in minimising 

their in-port time. Vessels requiring excessive time to complete 
operations will be given Letters of Defficiency (Protest). 

Gangway: All vessels using the port of Rio de Janeiro must provide a 

safe gangway. The use of rung ladders (sea ladders) is contrary to Port 

Regulations and Port Authorities will not board except by means of a 

safe gangway or accommodation ladder. A lifebuoy with 27m. (15 

fathoms) of rope must be conveniently placed in the vicinity of the 

gangway for use in emergency. It will be the responsibility of ship to 
provide and maintain this equipment. 

At night, the gangway must be adequately lighted. In addition, a boat 
rope should be led along the side, from well forward. In the near future 
a safe gangway will be provided in the South and North Dock- 
islands. 

Repairs: Repair and maintenance services for radar, radio, gyro 

compass, echo-sounder, etc., are available. The repair man should be 

contacted through ship's Agent. 

Stores: Provisions and stores are available. Requisitions should be 

conducted through the Agents. Ship chandlers are normally permitted 

to visit ships when specifically instructed by Agent. 

Launches: Launch service for the transportation of personnel ashore 

must be arranged through ship's Agents. 

Laundry: Laundry service is available throughout each working day. 

_ service should be requested in the vessel's ETA message to 

gents. 

Photographing: The taking of photographs within the boundary of the 

terminal premises is prohibited. 

Ratguards; Ratguards must be fitted to all mooring lines. 

Sea Pollution: Brazilian law is very strict in regard to the pollution of 

harbour and coastal waters. Vessels should not discharge dirty ballast, 

ashes, refuse, etc., into the water. Heavy fines are imposed for violations. 

All overboard discharge valves from cargo tanks and bilges are to be 

conducted with the greatest care and vigilance in order that errors or 

delays in handling cargo valves may not result in overflows. All deck 
scuppers should be plugged to avoid harbour contamination should an 
oil spill occur. 

Similarly, any hull leakages will be subject to equal restrictions. To 
offenders, fines will be charged (besides resulting delay) according to 
ship's tonnage, i.e. 2% of the largest country’s minimum wage per each 
ship's (gross) ton. 

Emergency Towing Wires: Two towing wire ropes (fore and aft) should 

be hung overboard to the water's edge in such way that tugs can easily 

make fast if an emergency situation arises. 

Shore Leave: Shore leave is normally permitted. Baggage and packages 

are subject to examination upon entering and leaving the Terminal 

ba and vessels, either by Petrobras watchers or by Custom's 
icers. 

Cleaning: Several contractors in the area provide labour for tank 

cleaning and mopping. Masters having need of this service should 

submit their requirements to ship's Agent who will contact and request 

a contractor to go on board to discuss details and estimate cost of work 

to be effected. 

It must be pointed out that the Master of the vessel is solely 
responsible for the fitness of the ship's tanks for loading his next cargo, 
and will therefore be held liable for any contaminations of the cargo after 
loading, due to inadequate tank cleaning. Therefore it is up to him to 
decide the degree of tank cleaning necessary. He may, of course, seek 
pny from petroleum inspectors in this respect, whenever there is any 

ubt. 

Charts: Brazilian No. 1501, 1511 and 1512. U.S. No. 24161 and 24162; 

British Admiralty No. 541. 

Customs Watches: Sometimes while vessel is in port, Brazilian Customs 

Officials are assigned on board to ensure compliance with Customs 

Regulations. Meals must be supplied to these Officials during regular 

meal hours. 

Important Telephone Number (PABX): 
Terminal’s Executive Assistant 
Operation Manager 
Operation Supervisor 
Marine Section 
Safety Section 
Medical Section 

DEVELOPMENTS: A new berth is being built on Pombeba Island and 

dredged to 12 m. This is intended to relieve Ilha de Braes Port. 

AUTHORITY: Petroleo Brasileiro S.A. — Petrobras, Avenida Republica 

do Chile, 65 — 12 Andar, Rio de Janeiro, CEP 20.035, Brazil. 

Contact: Divisao de Operacoes (Operations Division), same address as 

above, 12th floor. 

Terminal: Petroleo Brasileiro S.A. — Petrobras, Rua Chapot Prevost 200, 

Ilha do Governador, Rio de Janeiro, Brazil 21910-030. Te/: (021) 

3962266. Telex: 55-2123335. FAX: (021) 3960230. Contact: The 

Manager. 


396-1515 
(24 hours) 


RIO GRANDE: 32.03 S. 52.05 W. 


DOCUMENTS: See ‘General’ before first port. 

Shipmaster'’s Report: 1980. 

Also required: 2 Arms and Ammunition Lists, 1 Narcotics List, 1 List of 

Loading Ports of the Last Voyage with dates of arrival and departure. 

PILOTAGE: Compulsory for all vessels entering the Bar or requiring 

any shifting in the port area. Also compulsory for foreign fishing boats. 

The Pilot's boarding area outside the Bar is the circular area with one 

mile radius which centre is the Buoy No. 1 of the Approach Channel. 
Requests for a Pilot to be made by Agent, normally 4 hours in advance. 

Vessels can contact Pilots by VHF Channel 16. 


(See Plan) 


The Pilot's boat is easily identified as it is painted red and is well 

distinguished from the various boats used in the port. 
Priority to enter the Bar: Priority to enter the Bar is established by the 
anchoring time or arrival time at the outer anchorage or the Pilot's 
boarding area and vessels should, when anchoring, inform the Port 
Captaincy, by the 500 kHz. frequency of the coastal station EMBRATEL 
“ppJ", the name of the vessel, port of registry, port of origin and date- 
hour of arrival. 

When berth is not available and all the inner anchorage areas are 
occupied, vessels arriving at the Port of Rio Grande should stay outside 
the Bar. 

Pilots: Associacao de Praticagem de Barra Estado R.S., Rua Carlos 
Gomes No. 742. Tel: (0536) 2-5615. 


ANCHORAGE: The official anchorage for vessels arriving at Rio Grande 
or that have to wait outside the Bar is the circular area within one mile 
radius, of centre Lat. 32° 12’ S., Long. 52° 02’ W. 

In order to increase the safety to navigation on the inner part of the 

channel, the Port of Rio Grande is divided into six areas as follows: 
PERMITTED ANCHORAGE AREAS: 
Area Alfa: Available for anchoring of up to maximum four vessels of 
200 m. LOA, outside the channel. Vessels over 200 m. LOA have to 
wait outside the Bar to await berth. In special conditions the Harbour 
Master may grant permission for those vessels to anchor at that area, 
to load or discharge, using one floating elevator and one barge. 

The area ALFA is limited by the following points: 

A1 —Lat.: 32° 10’ 00” S. 

— Long.: 52° 05’ 27” W. 
A2 -—Lat.: 32° 10’ 00" S. 
— Long.: 52° 05’ 03” W. 
A3 — Lat.: 32° 08’ 00” S. 
— Long.: 52° 05’ 48” W. 
A4 —Lat.: 32° 08’ 00" S. 
— Long.: 52° 06’ 06" W. 
A5 —Lat.: 32° 08' 24” S. 
— Long.: 52° 06’ 06” W. 
Area Charlie: Available for the anchoring of a maximum of two vessels 
of up to 180 m. LOA, to load or discharge, using one non-self-propelled 
floating elevator, or two floating elevators of which one has to be 
necessarily self-propelled. 

The area CHARLIE is limited by the following points: 

Ci —Lat.: 32°05’ 10” S. 

— Long.: 52° 05’ 30” W. 

C2 —Lat.: 32° 05’ 00" S. 

— Long.: 52° 05' 48” W. 

C3 —Lat.: 32° 05’ 18” S. 

— Long.: 52° 05’ 33” W. 

C4 —Lat.: 32°05’ 18”S. 

— Long.: 52° 05' 50” W. 

C5 —Lat.: 32° 06’ 00" S. 

— Long.: 52° 06’ 06” W. 

C6 —Lat.: 32° 06’ 00" S. 

— Long.: 52° 05’ 45" W. 
Area Echo: Available for the anchoring of a maximum of 5 (five) liner 
vessels of up to 170 m. LOA. 

The area ECHO is limited by the following points: 

E1 —Lat.: 32° 04’ 37”S. 

— Long.: 52° 05’ 25" W. 
E2 —Lat.: 32°04’ 51”S. 
— Long.: 52° 05’ 03” W. 
E3 —Lat.: 32°04’ 15” S. 
— Long.: 52° 04’ 07” W. 
E4 —Lat.: 32°04’ 00" S. 
— Long.: 52° 04’ 37” W. 
Area Golf: Available for the anchoring of vessels proceeding or coming 
from the Ports of Porto Alegre and Pelotas, inland vessels and vessels 
loading or discharging, using one non-self-propelled floating elevator, or 
two floating elevators of which one has to be necessarily self-propelled. 

The area GOLF is limited by the following points: 

G1 —Lat.: 32° 03’ 27” S. 

— Long.: 52° 02’ 30” W. 

G2 — Lat.: 32° 03’ 36” S. 

— Long.: 52° 03’ 13” W. 

G3 —Lat.: 32° 02' 21”S. 

— Long.: 52° 02’ 24” W. 

G4 —Lat.: 32°01’ 51”S. 

— Long.: 52° 02’ 24” W. 

G5 — Lat.: 32° 00’ 48” S. 

— Long.: 52° 02’ 40” W. 

G6 — Lat.: 32°00’ 48” S. 

— Long.: 52° 03’ 06” W. 

G7 -—Lat.: 32° 02’ 32” S. 

— Long.: 52° 02' 52” W. 

G8 — Lat.: 32° 02’ 45" S. 

— Long.: 52° 02’ 57” W. 
PROHIBITED ANCHORAGE AREAS: 

There are three areas where vessels cannot anchor, two located in 
front of the Terminals of the Super Port and used for manoeuvring of 
the vessels berthing or unberthing on those Terminals, and the third 
located on the fork of the main channel of approach to the New Port 
and channel of approach to Pelotas and Porto Alegre. 

Area Bravo: Limited by the following points: 

B1 —Lat.: 32° 08’ 00” S. 

— Long.: 52° 06’ 06” W. 
B2 —-Lat.: 32°08’ 00” S. 

— Long.: 52° 05' 45” W. 
B3 — Lat.: 32° 06’ 00” S. 

— Long.: 52° 06' 06” W. 
B4 —Lat.: 32° 06’ 00” S. 

— Long.: 52° 05’ 45” W. 
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Area Delta: Limited by the following points: 
D1 — Lat.: 32° 05’ 00” S. 
— Long.: 52° 05' 46” W. 
D2 — Lat.: 32°05’ 10” S. 
— Long.: 52° 05’ 30” W. 
D3 —Lat.: 32° 04' 51" S. 
— Long.: 52° 05’ 03” W. 
D4 —Lat.: 32° 04' 37” S. 
— Long.: 52° 05’ 25” W. 
Area Foxtrot: Limited by the following points: 
F1 — Lat.: 32°04’ 00” S. 
— Long.: 52° 04’ 30” W. 
F2 —Lat.: 32°04’ 15” S. 
— Long.: 52° 04’ 00" W. 
F3 —Lat.: 32° 03’ 34” S. 
— Long.: 52° 03’ 27” W. 
F4 —Lat.: 32° 03' 32” S. 
— Long.: 52° 03’ 35" W. 
FS —Lat.: 32° 03’ 32” S. 
- seh 52° 04' 30” W. 
RESTRICTIONS: According to the Brazilian legislation it is prohibited 
to spill oil or throw overboard any refuse on to the Port waters. The 
vessels that wish to de-ballast of throw overboard residues resulting 
from the washing or sweeping of holds should do so outside the Bar, in 
the circular area of 10 miles radius, with centre at the point 32° 00’ S. 
and 49° 00’ W., maintaining a course of 090° and speed of 10 knots. 
The Port Captaincy will grant permission to vessels that need to leave 
the Port and cross the Bar to do these operations. 

Vessels with draft up to 29 ft. handled day and night. Vessels over 
29 ft. in daylight only. 

No mooring/unmooring after 1900 hrs. on Sunday. 

MAX. SIZE: The deepest allowable draft in the approach channel to the 
Port is 40 ft. up to Portobras Wheat and Soyabean Terminal (TTS); from 
there inwards there is a variable and progressive reduction to the depth 
along the remaining part of the channel, ending with a depth of 10 m. 
alongside the New Port. 

Bar Entrance: Max. draft 40 ft. (36 ft. 06 in. in 1984 due to heavy silting). 
HEALTH: 

(a) Vessels ra from a foreign port of call must receive a visit 
from Port Health Authority. Each passenger (whether to land or 
in-transit) and crew members must be in possession of valid 
international vaccination certificates. Also see “General” before 
the first port. 

(b) Maritime Health Declaration has to be made out and handed to 
the doctor at the time of visit. When all papers have been 
examined and found in order, the doctor will authorise lowering 
of the yellow flag and hand over Free Pratique. 

(c) In case of death, suspected disease, serious accident, etc., on 
board, before vessel arrives in port, Master should radio Agent 
giving full particulars so that necessary steps may be taken with 
Health/Police Authorities. 

RADIO: The Port of Rio Grande has a coastal station of the EMBRATEL 
network, “Juncao Radio”, operating on the international call sign “PPJ”, 
on a wavelength of 600 m. (500 kHz). There is telephone communication 
between radio station and shipping offices, so that, normally, messages 
are relayed without any appreciable delay. According to government 
regulations, EMBRATEL is to monitor/control all maritime traffic through 
its coastal stations, therefore only the 2 and launches used in the 
Port traffic are allowed to have VHF sets for manoeuvring, therefore all 
VHF traffic between Agent/ships is channelled through “PPJ” as Agents 
are not allowed to have their own VHF sets. 

TUGS: The Port of Rio Grande has 9 tugs (500 h.p. — 2,100 h.p.) used 
in the normal port operations and in refloating vessels. In order to 
discipline the requisition and employment, the tugs are grouped in 
accordance with their power: Small, Medium and Large. 

The tugs are normally requested by the Agents and placed at the 
disposal of the Pilot, who should use the tugs in accordance with the 
size and draft of the vessel, as follows: 

1. For berthing/unberthing manoeuvres (vessels in d.w.t.): 

up to 2,500 — optional 

from 2,501 to 5,000 — 1 small tugboat 

from 5,001 to 10,000 — 1 small and 1 medium 
from 10,001 to 20,000 — 1 medium and 1 large 
more than 20,000 — 2 large tugboats 

2. To turn vessels or to come in/go out stern first (vessels in d.w.t.): 

up to 2,500 — 2 small tugboats 

from 2,501 to 5,000 — 3 tugboats (1 medium and 2 small) 

from 5,001 to 10,000 — 3 tugboats (1 large and 2 small) 
BERTHING: Old Port: Used by fishing boats and tugs. 
New Port: Has 1,890 m. of continuous quay with 10 m. depth. Has three 
rows of sheds for general cargo, plus a series of terminals along its 
length, mechanically equipped to facilitate loading and unloading 
operations. 
Container Terminal: Max. draft 37 ft. — 40 ft. (depth 46 ft.). Length of 
berth 250 m. and 50 m. Terminal equipped with 2 x 30 tons cranes, 3x37 
tons top loaders, 3x 15 tons frontal top loaders, 6 tractors and 15 lorries. 
Open storage area of 28,000 sq.m. which can accommodate 1,800 TEUs. 

General cargo vessels with draft over 29 ft. may use the terminal if 
container vessel not operating, but will have to vacate berth and return 
later if container vessel arrives. 

BULK HANDLING FACILITIES: Cesa Silo: Terminal used for storage, 
loading and unloading of grain in bulk. Storage capacity of 50,000 tons. 
Equipped with two loading/unloading towers of the pneumatic suction 
type with loading rate of 300 t.p.h. (beans) and 150 t.p.h. (pellets) and 
a discharging rate of 150 t.p.h. (maize or wheat). Travel of conveyor 
150 m. Air draft 20.0 m. Max. draft 29 ft. 

Companhia Riograndense de Adubos: This terminal handles raw 
material used in the manufacturing of fertiliser. The discharging 
operation is processed through grids with rate of 2,500 to 3,000 tons 
per day. The discharged cargo is transported by tip-up trucks to the 
plant, that has a storage capacity of 30,000 tons. Max. draft 29 ft. 
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Samrig Terminal: Located on the fourth line of port warehouses. It is 
used for storage and loading of soyabean meal. It has a storage capacity 
of 35,000 tons and the loading is performed through a conveyor belt 
with a rate of 300 t.p.h. Travel of conveyor 170 m. Air draft 11.4 m. 
Max. draft 29 ft. 
DNPVN Terminal: It has a receiving grid used both for trucks and railroad 
wagons. Storage capacity of 56,000 tons (beans) or 39,000 tons (meal). 
It is mainly used for storage and loading of soyabeans, however, it can 
also be used for storage and loading of soyabean meal. Loading is done 
through a conveyor belt, 800 t.p.h. (beans) or 400 t.p.h. (meal). Travel 
of belt 215 m. Air draft 19.0 m. Max. draft 29 ft. 
Acos Finos Piratini: Terminal used for storage, loading and discharging 
of iron ore via conveyor belts. The discharging of vessels is performed 
at a rate of 600 — 800t.p.h. and the loading of barges at a rate of 
250 t.p.h. Storage capacity of 20,000 tons. 
Fertilizantes do Sul S/A-Fertisul: Receives raw material (liquid and solid) 
used for manufacture of fertilisers. To receive solid fertiliser the conveyor 
belt of Acos Finos Piratini’s installation is used, and, for liquid, there is 
a pipeline running from Fertisul's tanks to the New Port's Southernmost 
part. This pipeline is used for phosphoric and sulphuric acid, while 
ammonia is received through a pipeline running from the Bunker Pier 
to Fertisul’s special ammonia tank, located in the Super Port area. 
Discharging rate (approx.) as follows: 

Ammonia 400 t.p.h. Sulphuric acid 600 t.p.h. 
Phosphoric acid 1,000 t.p.h. Solids 400 t.p.h. 
Vegoil Terminal: Used for the receiving of, storage and loading of crude 
soyabean oil. Three tanks with storage capacity of 14,000 tons total. 
The oil is normally received from trucks or barges. Barges have a 
discharging rate of about 150/250 t.p.h. The loading is performed via a 
pipeline running from the tanks to the New Port (Bomba Geral area) 

with a loading rate of 300 t.p.h. Max. draft 29 ft. 
Bianchini Terminal: 1 warehouse with storage capacity of 40,000 tons. 
Loading rate of 400 t.p.h. Uses conveyor belt system. Travel of conveyor 
140 m. Air draft 13.4 m. Max. draft 29 ft. 
AGEF Grain Terminal: Storage of soyabean and soyabean meal. 
Belongs to the Federal Railroad Administration and is linked to the 
DNPVN Terminal loading installations. Storage capacity of 24,000 tons 
(2 sheds). Max. draft 29 ft. 
Meat Reefer Warehouse: Has a total storage capacity of 8,200 tons. 
Barge Terminal: Basically it is an installation linked to Bianchini, 
SAMRIG, DNPVN and AGEF Terminals, used for discharging of 
soyabean meal/soyabeans from barges. It uses cranes with grabs to 
discharge the barges. The cargo is transported by a conveyor belt to 
the Terminals. 

The New Port has along its extension several cranes varying from 


3 tons to 12 tons, used for operations with general cargo and containers. 


Super Port: Port complex located at the 4th “Secao da Barra” on the 
West margin of the approach channel, with various terminals equipped 
with loading/discharging equipment conveniently suitable for the 
handling of bulk cargoes. 

Luchsinger Madorin Fertiliser Terminal: Located South of the bunker 
pier, has a T-shaped pier, 180 m. in length and max. draft of 36 ft. It 
has facilities for discharging sulphuric acid, phosphoric acid, liquid 
anhydrous ammonia and two conveyor belts for discharging of raw 
material used in the manufacturing of fertiliser. The storage capacity of 
solid fertiliser is of 100,000 tons. On the inside part of the pier there are 
loading facilities for barges with a loading rate of 300 t.p.h. 

Discharging rates are as follows: 


Liquid ammonia 544 t.p.h. 
Sulphuric acid 500 t.p.h. 
Phosphoric acid 1,200 t.p.h. 
Solid fertiliser 500 t.p.h. 


Portobras Wheat & Soyabean Terminal: It is located South of Luchsinger 
Terminal with a solid pier 413 m. in length and draft of 37 ft., allowing 
for the berthing of vessels up to 80,000 d.w.t. Loading rate of about 
1,200 t.p.h. (beans) and 800t.p.h. (meal) and storage capacity of 
400,000 tons. Can receive cargo simultaneously from trucks and railroad 
wagons, at a rate of 250 — 500 t.p.h. It is the biggest Grain Terminal in 
Latin America. 

Cotrijui Grain Terminal: Located South of the new Portobras’ Wheat & 
Soyabean Terminal, it has a “T-shaped pier of 265 m. length and max. 
draft of 37 ft. It can receive vessels up to 60,000 d.w.t. It has 8 sheds 
of 25,000 tons capacity each and two tanks for storage of soyabean oil 
with capacity of 5,000 tons each. 8 tubes with air draft 11.5 m. and 
2 conveyor belts with air draft 15.0 m. Loading rate as follows: 


Soyabean 1,000 t.p.h. 
Wheat 1,000 t.p.h. 
Soyabean meal 400 t.p.h. 
Soyabean oil 400 t.p.h. 


Transhipment Dolphins: Located South of the Cotrijui Grain Terminal is 
used for transhipment of vessels over 200 m. LOA. Max. draft 37 ft. 
Meat Terminal: Located South of the Transhipment Dolphins, has a solid 
quay of 300 m. in length and draft of 37 ft. It has a reefer warehouse 
with 4 cold chambers with a total storage capacity of 10,000 tons. The 
pier has 2 gantry cranes for the loading/unloading of containers. 
EQUIPMENT: 
32 Portal cranes on rails, capacity 3.2 tons — 40 tons. 
2 Jib cranes, capacity 10 tons each. 
2 Portainers, capacity 30 tons each. 
1 Floating crane, capacity 100 tons. 
70 Forklifts, capacity 2.5 tons — 15 tons. 
4 Forklifts for containers, 3x20 tons and 137 tons capacity. 
2 Floating elevators for transhipping, capacity 300 t.p.h. each. 
1 Mobile crane, capacity 100 tons. 
6 Tractors. 
10 Trucks. 
20 Trailers, capacity 10 tons — 50 tons. 
8 Floating elevators with rates of 70 t.p.h. — 200 t.p.h. 
Self-propelled barges with capacity 1,500 tons — 2,000 tons. 
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STEVEDORES: Working Hours: Straight time, 0730-1130/1300-1700 
(weekdays). During weekdays, labour for moming shift which 
commences at 0730 hrs., may be ordered up to 0715 hrs.; at 1245 hrs. 
extra gangs may, if necessary, be engaged for afternoon shift 
commencing at 1300 hrs. For night work, longshoremen (i.e. dock 
labourers distinct from stevedores) must be ordered before 1600 hrs.; 
stevedores, tally-clerks, etc., for night work may be engaged up to 
1845 hrs. for shift that starts at 1900 hrs. 

Sunday/holiday work must be ordered previous day, up to 1600 hrs. 
MEDICAL: Two hospitals available which have adequate facilities to 
deal with a majority of cases. 

TANKERS: Bunker Pier: Located approximately one mile North from 
the place called “Ponta da Mangueira’’; it is a pier 228 m. in length and 
draft alongside of 33 ft. Primarily used for the receiving of crude oil and 
for the loading of bunker barges. There also are located the connections 
of the Fertisul Ammonia Terminal, Manah and CRA Phosphoric Acid 
Terminals. 

Copesul Terminal: Located North of the Petroleum Pier. Max. LOA 
170 m. Max. draft 29 ft. Max. d.w.t. 32,000 tons. Storage capacity 32,000 
tonnes. wept em for propylene 95 cu.m.p.h. — 190 cu.m.p.h. Length 
of berth 44 m. Distance between dolphins 203 m. 

DENSITY: New Port 1000; Anchorage and Super Port 1016. 

FRESH WATER: “ep the New Port quay there are 28 connections 
for fresh water that is delivered at a rate of about 30 t.p.h. — 60 t.p.h., 
or less, depending on the number of vessels being supplied. Also 
available at the Wheat and Soyabean Terminals and the Liquid Bulk 
Terminal. The terminals in the Super Port area lack those facilities apart 
from the Bunker Pier which has 6 connections with a rate of 20 t.p.h. 
For ships anchored at the Inner Roads fresh water can be supplied by 
barges owned by the Port Administration, with capacities of 250 tonnes 
and 400 tonnes at a rate of 80 tonnes per hour. The barges require the 
assistance of tugs to tow them. 

FUEL: Can be supplied by truck (diesel), at the Bunker Pier (diesel and 
fuel) and ex-barges (diesel and fuel). Most commonly bunkers are 
supplied ex-barge. Suppliers are Petrobras, Shell, B.P., Exxon and 
Texaco. Stem has to be made previously abroad and price charged is 
the one in force on the day of delivery, 96 hours’ notice recommended. 
CONSULS/VICE-CONSULS: Great Britain, Denmark, Germany, Italy, 
Netherlands, Norway, Paraguay, Portugal, Spain and Uruguay. 
REPAIRS: Two small repair shops equipped to carry out minor repairs. 
No dry docks. Radio, radar and gyro technicians available, but 
expensive. 

SURVEYORS: G.L. and N.V.; Lloyd's and A.B.S. in Porto Alegre. 
GANGWAY/DECK WATCHMEN: Compulsory for all sea + vessels 
to have a port gangway watchman, normally requested by the ship's 
Agents, to the Watchman Syndicate. Apart from the gangway watchman, 
it is advisable to employ a crew member as deck watchman to look after 
the ship's safety. 

OPENING/CLOSING HATCHES: Opening and closing of conventional 
hatches normally done by stevedores, without any extra cost, advisable, 
however, for steel hatches to be handled by crew. 

CUSTOMS ALLOWANCES: Each crew member allowed one carton of 
cigarettes (or the equivalent in pipe tobacco) and one bottle of spirits, 
per week. Ships that remain in port over a week may request customs, 
through their Agent, to open bond for another weekly issue. 
REPATRIATION: Seamen being repatriated have to proceed to Porto 
Alegre, by bus or air-taxi, where arrangements can be made for travel 
by air. 

TIME: GMT minus 3 hours. 

HOLIDAYS: National: 1st January”, 21st April, 1st May*, 7th September, 
12th October, 25th December". 

Municipal: 2nd February, 29th June. 

Movable Feasts: Carnival (Monday and Tuesday), Ash Wednesday and 
Passion Friday. 

Commemorative: 28th August (Bank Holiday), 28th October (Civil 
Servants’ Day); 30th October (Commercial Employer's Day) and 1st 
November (All Souls’ Day). 

*No labour available. 
POLICE/AMBULANCE/FIRE: 
Ambulance 2.3801; Fire 2.1778. 
TELEPHONES: There are no facilities for placing telephones on board. 
IDENTITY CARDS: Foreign crew members are not allowed to go ashore 
without presentation of identity card, on which there are personal details. 
These cards are provided by the Agent upon arrival. The identity card 
must be delivered on disembarkation to the Federal Police, who will 
return it to the crew member on re-embarkation. 

GARBAGE: Authorities are very strict with regard to throwing garbage 
overboard. 

GENERAL: Light and Power: The supply to the New Port is done by 
the State Company of Electric Energy (CEEE) with 13.8 kV, 60 Hz. 
voltage that is lowered by 6 sub-stations along the quay, from 600 to 
1,000 kVA to 380 to 220 V. Along the quay, every 25 m. there is a power 
plug to connect the power to the port cranes with 300 A. Those plugs 
can also connect the power to the vessels along the quay. 

Flags to be flown. 

(a) Brazilian flag at the top of the foremast. Do not allow it to get 
tangled. 

8) Yellow flag (to be hoisted until the doctor's clearance is given). 
Vessels arriving from a Brazilian port, with no disembarking passengers, 
must not hoist yellow flag unless there is sickness on board requiring 
presence of the Health Authorities. 

(c) Pilot flag. 

(d) Customs flag (to be hoisted after the vessel is cleared by Customs 
and flown during the vessel's stay in port). 


SHIPMASTER’S REPORT: February, 1982. 

Pilotage: There are anchorages for three vessels between a position 
some 3 cables South of No. 12 Light Buoy to the vicinity of No. 14 Light 
Buoy. Here vessels can be in ample depth but, owing to the narrow 
channel, a Pilot must be retained aboard for, despite the current being 


Police 2.1695; Hospitals 2.3802; 


outward the effect of the wind is critical. Despite the channel depth, there 
is a restriction to 38 ft. max. draft due to the inability of the dredging to 
guarantee more over the bar. 

Documentation: At least 10 Crew Lists are required but otherwise few 
formalities. 

Radio: This is one of the most efficient along the coast and both H/F 
and VHF are handled with commendable speed while W/T is equally 
available. 

Tugs: Depending upon weather and current conditions, at least one tug 
is required to turn a vessel at the anchorage to sail outwards. 

Fresh Water: The barge that delivered up to 400 tonnes is now 
condemned hence the only facility is a maximum of 45 tonnes from a 
tug, an expensive facility. 

Fuel: There are at least two bunkering barges, one a minor coaster, but 
the speed of delivery is low e.g. 100 t.p.h. The depth of water at the 
tanker berth is 33 ft., hence loaded vessels ex-Argentine ports must 
remain in the stream. 

Remarks: The Agencies and Pilots appear to be well geared to the 
prospect of a steady use of the port for bunkering, water and stores, 
while the radio station helps in expediting all communications. 
Suggestions have been made for three dolphin type berths in place of 
the anchorages, use being made of the Eastern side of the channel. 


SHIPMASTER’S REPORT: November 1982. 

My vessel is 39,026 tonnes SDWT and was ordered to load a full 
cargo of Soya Bean Oil for discharge in Iran: 

Contained in my voyage orders was the instruction to inform Agents 
and suppliers of ETA at daily intervals 20/15/10/5/3/2/1 (My departure 
port was Bandar Abbas and routing was via Cape Agulhas). 

Documentation as per “Guide to Port Entry”. A “Nil” statement of 
drugs (excepting medical), firearms and ammunition in three copies is 
required. 

Courtesy flag from foremast at all times. 

My vessel loaded part cargo in Porto Novo (General Pumping Berth). 
The draft alongside was quoted to me as 29 ft. by my Agent but he 
stipulated actual draft was about 27 ft. with soft mud. The soft mud | do 
not dispute but my own sounding with the hand leadline indicated 
26 ft. 4 in. and | did not load beyond 26 ft. 

Loading rate never exceeded 250 — 300 tonnes per hour. After loading 
to 26 ft. draft | shifted ship to a pontoon berth (un-named) in position 
Lat. 32°07.22'S., Long. 52°06.15’W. (Farol da Barra Lt.Ho. 
084.8°x 1.34 miles). At this berth | again checked depth of water by hand 
leadline and got around 14m. which presented no difficulties; my 
Summer draft being 11 m. 

Loading at this pontoon berth was carried out by barge which varied 
in size from 3,000 tonnes to 1,500 tonnes; apparently they load in Porto 
Alegre and average turnaround time is about 5 days thus | anticipate a 
further week here before completing cargo as barges are not plentiful. 
Loading rate approx. 200-300 tonnes max. 

Passes complete with photographs are required by all ship's staff. 

At this pontoon berth launches are available to take crew members 
ashore but they are expensive and | would advise Masters to abstain 
from being too generous. 


SHIPMASTER’S REPORT: October 1983. 
Anchorages: The anchor was dropped in the Outer Roads off Rio 
Grande do Sul. The holding ground proved to be poor and the ship 
dragged anchor in a force 4 wind with less than a 2 knot tide, though 
anchored in 12 m. with 4 shackles in the water, i.e.: 9 times the depth. 
The nature of the bottom was mud with some shell, though marked 
ravel on the chart. While entering port the Pilot advised that ships 
requently drag there, even with 8 shackles out. 
Berthing: From the anchorage to the No. 1 (sea) buoy was 2 miles 
thence 3 miles more to the berth. There was about 17.6 m. depth at 
Cotrijui, reducing to 14 m. in the dredged approach channel. 

The ship berthed at dolphins, in the first instance, port side to, just 
below the silo at Cotrijui. The village of Macaceo is just to the West of 
the dolphins. One floating elevator was then employed to start loading 
from a series of barges, pending the ship's turn at the faster, silo berth. 

The gross rate of loading from the floating elevator (there are several 
on the river; this one was owned by Corymar) was 77 t.p.h. At 0415 hrs. 
13th October, having completed loading 5,000 tonnes from 3 barges, 
the ship awaited the availability of the silo berth. At 1720 hrs. 18th 
October we left the dolphins to allow the next ship to berth there before 
dark and, after anchoring just upstream from the silo while the previous 
ship completed paperwork, berthed at Cotrijui silo, port side to, at 
2124 hrs. 18th October. 

The berth and equipment are very worn and in a poor state of repair. 
It is hard to keep the ship alongside in the strong tides due to the 
configuration of the river bottom. A dilapidated shore gangway is used; 
there is nowhere to land a ship's gangway. There ought to be another 
bollard and fender amidships to square the ship on to the wharf, and 
Place an after fore spring properly. However, the shore personnel were 
very helpful and co-operative. As the hatches finished they were actually 
trimmed, without having to be requested, by men equipped with shovels. 
The loading spouts, working 2 holds at a time, are heavy and less 
manoeuvrable than most silos. Therefore the cargo cannot be thrown 
sideways into the wings and ends of the hatches with any force, leading 
to a poorer stow. The loading rate was 372t.p.h. Ships longer than 
250 m. have to have a tug pushing onto the wharf while loading, rather 
like some of the Mississippi berths. Cargo was completed at 0845 hrs. 
21st October, after which there was a relatively large amount of 
documentation to be done. The ship sailed at 1249 hrs. 

There is a more modern complex called Portobras Wheat and 
Soyabean Terminal. Unfortunately, after only about 6 months in 
Operation, there was a fire there and the Terminal no longer works. 
Fresh Water: Fresh water can be obtained from some berths but not 
a silo or at the dolphins. It comes by dumb barge, capacity 

onnes. 


BRAZIL 


REPORT: August 1985. 
Copesul Terminal: Copesul's Terminal at Rio Grande is partially ready 
to operate with a total of 6 chemical products planned. 

Shore installations and jetty were inaugurated 11th August, 1985, by 
vessel 173 m. LOA, 25,000 d.w.t. 

Vessel loaded 2,000 tonnes Toluene and 2,000 tonnes Benzene. 

Jetty: 140m. long, equipped with 2 mooring dolphins. Distance 
between dolphins 200 m. 

Capacity — 1 vessel max. 31,000 d.w.t. 

No air draft restrictions. 

Draft 29 ft. brackish water (intention is to bring draft up to 30 ft. 
brackish water). 

Vessels LOA — Harbour Master authorised berthing up to maximum 
200 m. LOA, although this in reality is impracticable as distance between 
dolphins is 200 m. and there would be no lead on head/stern lines. 

Shore installations have a storage capacity of 32,000 cu.m. 

At present operating with following liquid products: 

1. Xylene. 

Toluene. 

. Propylene. 
Methanol. 
Benzene. 

. Ethyl-Benzene. 

The jetty is connected with shore installations by 68 in. lines which 
are connected to 6 manifolds of 6 in. each. 

There are 7 pumps one connected to each line which have a loading 
capacity of 350 cu.m.p.h. each. 

Depending on vessels conditions, Copesul is able to load up to 
5 products simultaneously. 

The storage tanker ‘Aristoteles’ for Ethylene storage, is still docked 
at a shipyard in Porto Alegre, carrying out final surveys/repairs. It is 
expected ready at Rio Grande for the end of September, for the 
meantime Ethylene loading continues by transhipment at Inner Roads 
by m.t. ‘Tacosul’ (capacity for 450 tonnes) or from another ship. 

According to Harbour Master, intention is to stop transhipment vessel 
to vessel at Inner Roads (Area Echo) (presently being used to carry out 
transhipments, two vessels at a time), however, it will be de-activated 
only after the ‘Aristoteles’ arrives Rio Grande for the loading of Ethylene. 
According to Copesul, they intend to ask Harbour Master to also keep 
‘Area Echo’ option to carry out any eventual transhipment which may 
be necessary in the future in case of congestion at their shore terminal. 


OAL 


AUTHORITY: Administracao do Porto de Rio Grande, Av. Honorio 
Bicalho S/No., P.O.Box 198, 96.200 Rio Grande — RS — Brazil. 
Tel: (0532) 32-3366, 32-3396. Telex: (0532) 423 Aprg. Contact: Eng. 
Newton Garcia. 


SALVADOR (Bahia): 13.01 S. 38.35 W. 


LOCATION: Lat. 13° 00’ 37” S., Long. 38° 35’ W. 

PORT LIMITS: The Port is limited by the line East/West which passes 
through the Santo Antonio Lighthouse, bridging the frontier coast of the 
Island of Itaparica, and from there rte bt enter the bay through the 
same line East/West which connects the Continent and that towards the 
coast Northwards as far as parallel 12°50’ and then from there going 
Eastwards towards the Continent. 

DOCUMENTS: (See “General” before first port.) 

Agent also fills out the “Entrada & Saida Capitania do Porto” to be 
signed by Master. The particulars for this document are: 

Name of Master — name of ship — flag — code signal letters — tonnage: 
gross and net — horsepower — engines: twin or single — type of ship, 
etc. — port of registry — tons of cargo to discharge — owners — Agents 
in port — last port of call — previous ports of call — next port of call — 
number of crew — number of disembarking passengers — number of 
transit passengers — speed of vessel — also specifications of nature and 
quantity of cargo in transit. 

Documents to be Supplied to the Ship Before Departure: 

1 “Clearing pass” from the Port Captain 

1 Pe 4 " "Federal Police 

1 ad s * Post Office 

1 4 * * "Custom House 

1 Custom House negative cargo declaration for each following 

Brazilian port of call. 
The Port Doctor will require the following information: Class, name and 
flag of ship — net register tonnage — name of Master and ship's Doctor 
— number of officers and crew — name of Agent — all ports called at 
during voyage — number of days from first to previous ports of call — 
number of passengers disembarking and in transit — tons of cargo to be 
discharged — whether any sick persons or deaths occurring on board. 
The Customs will require the following information: Name of vessel — 
nationality — gross and net tonnage — H.P. of engines — name of Master 
— number of officers and crew — owner's name — name of Agent — all 
ports called at during voyage — ports of destination — days of voyage 
from first to previous ports of call — tons of cargo to be discharged — 
particulars of passengers. 
The Federal Police require the following information: Vessel's name — 
nationality — gross and net tonnage — name of Master — number of 
officers and crew — name of Agent — port of departure and all ports of 
call — number of days from first and last ports of call — number of 
passengers disembarking and in transit — specification of embarking and 
disembarking ports of each transit passenger. 


(See Plan) 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Ships calling at Salvador are normally boarded by the authorities at 
any time, day or night, when required. If there is no special urgency, 
however, the visit is effected the following morning at 0630 hrs. 

The Inspection Area of the Port Health Authorities, Federal Receipt 
and Maritime Police is defined by a radius of 1 mile around the point of 
co-ordinates Lat. 12° 58’ 07” S., Long. 38° 32’ 18” W., the area around 
the point of co-ordinates Lat. 12°55’ 56”S., Long. 38°31’ 37” W., 
indicated in chart 1102 of the NHD. 

Vessels may only come alongside after clearance by the Federal 
Receipt, Port Health Authorities and Federal Police. The free anchorage 
coincides with the pilotage waiting area and permitted anchorage 
(anchorage of Monte Serrat). 

APPROACHES: The port has 2 access channels. The first, called the 
Inner Channel is on the city side with a minimum depth of 8 m. 

The second, called the Outer Channel is on the side of Itaparica Island 

and its depth varies from 13 m. to 55 m. 
Action of Tides: Tidal amplitude in the port of Salvador is 2.5m. on 
average, during the tides at the full moon. The flood tide in the port of 
Salvador runs for 5 hours to the N.N.E. and the ebb for 7 hours to the 
S.S.W., with a speed of 1.5 knots. During Spring tides, these tides can 
reach 2 to 3 knots. 

During ebb tides, it is suggested that the approach to the quay be 
made by the South Entrance, between the two breakwaters, so that 
there will be no need for a yaw action in the manoeuvring bay formed 
by the breakwaters. The ebb tide may cause the vessel to swing to the 
South, in the entrance between the breakwaters. 

Manoeuvring Area: The area intended for the manoeuvring of vessels 
for mooring or unmooring has a length of 100 m. eo the whole 
extension of the quay, with a draft of 27 ft. at any state of tide. In this 
area, and also in the access channel the anchorage of any vessel is 
expressly prohibited, except with the prior permission of the Port 
Captaincy. 

PILOTAGE: Compulsory for all vessels entering Salvador and berthing/ 
unberthing at general docks or proceeding to other marine terminals. 
The following areas are considered as pilotage zones for vessels bound 
for the port: Monte Serrat Anchorage, the S.W. Anchorage to the Panela 
are and waiting and disembarking point for Pilots, shown on NHD chart 
1102. 

Also considered as pilotage area is all the internal area of the Bay of 
Todos os Santos (All Saints) to the North of the parallel passing through 
Monte Serrat. The area of the port of Salvador, inside the breakwater, 
is considered to be a compulsory pilotage area for vessels over 
4,500 d.w.t. 

Also considered to be an area of compulsory pilotage is all the zone 
North of parallel 12° 55’ 05” S., which passes through Monte Serrat, for 
vessels over 3,000 d.w.t., bound for the terminal ports and their access 
channels inside the Bay of Todos os Santos. Request for Pilot can be 
made through the ship's Agent, 2 hours in advance, specifying the time 
of entry of the vessel and from which point pilotage will be required. 

The Salvador Pilots’ Association has VHF-FM radio, at their office and 
on board the pilot launch, operating on Channels 16 and 11, listening 
out on Channel 16. 

The address of the Pilots’ Association is: Rua da Grecia No. 8, 
Tel: 242-2221, Edificio Serra da Raiz, 5th Floor, Room 510. 

Vessels should use the signal “Hotel” to call up the Pilot at the pilot 
station (Chart 1102) and may use an audible signal for this purpose. 

The Amaralina (ERA) Radio Station maintains coastal communication, 
and can also be used to call the Pilot by vessels bound for Salvador. 
Amaralina Radio Station communicates with the Pilots by telephone. 
ANCHORAGES: There are 3 anchorages for waiting and inspection, 
see Chart 1102 of the NHD. 

South: To the South of Panela Bank, in position Lat. 12° 58’ 00” S., Long. 
38° 32’ 33” W. for waiting for the Pilot. 

North: \n the vicinity of position Lat. 12° 56’ 01” S., Long. 38° 31’ 06” W. 
In the vicinity of position Lat. 12° 57’ 01” S., Long. 38° 41’ 01” W. 

There is a special anchorage for LASH vessels and for the operation 
of loading and unloading barges. It is located on the alignment of the 
North Light of the North Breakwater and the Monte Serrat Lighthouse, 
at a distance of 0.8 miles from this lighthouse, as shown on Chart 1102 
of the NHD, in note (1). 

Inside the breakwater and to the South of Fort Sao Marcelo there is 
an exclusive doable for the mooring of LASH vessel barges. 
PROHIBITED ANCHORAGE: Locations prohibited for anchorage and 
movement of foreign and national pleasure craft. Mooring and anchorage 
locations: 

(a) Bahia Yacht Club (Chart 1102) 

Lat. 12° 59’ 49” S., Long. 38° 32’ 00” W. 

(b) Aratu Yacht Club (Chart 1103) 

Lat. 12° 48’ 36” S., Long. 38° 28’ 49” W. 

(c) Area of the Bay of Itapagipe (Chart 1110). 

(d) Section included between the prohibited anchorage area and the 
LASH barge anchorage (Chart 1102), unless duly authorised by 
the CPBA. 

Areas where anchorage and navigation are prohibited. 

(a) All the area in front of Inema beach (Chart 1104). 

(b) Almirante Alves Camara Terminal (Chart 1105). 

(c) Manoeuvring bay for the quay at the port of Salvador (Chart 
1102), port of Aratu (Chart 1103), Terminal of USIBA (Chart 
1103), Dow Chemicals (Chart 1103), (only navigation prohibited.) 

(d) D. Joao Oilfield — location designation in Caution B of Chart 1110. 
RESTRICTIONS: There is sufficient depth of water in the Outer 
Anchorage to accommodate the largest vessels afloat with safety, and 
the anchorage can, in addition, take a considerable number of vessels 
at any one time. The average depth of water in the channel leading to 
the dock warehouses is 33 ft. (10 m.) except opposite Shed No. 2 where 
28 ft. (8.50 m.) is the max. depth. The dock quays are sheltered by two 
breakwaters, one running parallel with the shore for just over 0.5 miles. 
Because of the shallow draft opposite No. 2 Shed, all vessels entering 
ae the port with more than 28 ft. normally enter the Northern 

annel. 
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MAX. SIZE: Limit of Size of Vessels Navigating in the Channels: 
Access to Temadre: Length 250m., draft 12.8m., beam 40m.; 
Access to Dow Chemicals: Length 170 m., beam 25 m., draft 10.3 m.; 
Access to USIBA: Length 170 m., beam 25 m., draft 10 m.; Access to 
the port of Salvador: Length 180 m., beam 30 m., draft 10 m. 
Also see “Berthing” and “Tankers” and Port of Aratu. 
ARRIVAL INFORMATION: Required before vessel's arrival: 
(a) Vessel — ETA; deepest draft. 
(b) Sent ae Quantity of cargo to be discharged and specification of 
atch list. 
(c) Passengers — Number of passengers disembarking. 
(d) Bunkers — Quantity required. 
(e) Water — Quantity required. 
(f) Labour — Quantity required. 
(g) Any other information — Number of mailbags to be landed, etc. 
Specimen of telegram to be sent from previous port: 
Vessel's name. 
ETA Salvador. 
Draft. 
. Number of passengers disembarking. 
Number of mail bags to be landed. 
. Quantity of bunkers required. 
. Quantity of water required. 
. Number of gangs required. 
. Any other information. 
FLAGS: On entering the port the vessel should fly the following flags: 
1. Brazilian flag on fore mast top. 
2. Quarantine flag when Salvador is first Brazilian port of call, or when 
there is a passenger for Salvador from a foreign port. 
3. Customs flag (white star on blue background) after the vessel has 
been visited. 
4. Flag “B” if dangerous cargo on board. 
5. Pilot flag. 


PRIORITY: Passenger vessels and wheat vessels have priority over 
cargo ships and the so-called “navios mixtos”, i.e. cargo ships with a 
limited passenger accommodation. Passengers vessels are those that 
carry 60 or more passengers; except when loading 1,000 tons or over 
in which case they loose their priority. 

HEALTH: The Doctor only boards the vessel when Salvador is first 
Brazilian port of call or when there are passengers from abroad to 
disembark, in which case Master should advise Agent who will then take 
the necessary steps required by Port Health. A yellow flag should be 
flown if Port Health Doctor is required on board. 


RADIO: Master should always endeavour to contact Agent through 
Radio Amaralina Coastal Station, call sign ERA, and Agent will contact 
Master the same way. Since this station has a limited range, the Agent 
at Salvador may be contacted via Rio Radio when North-bound, or 
Olinda Radio/Fortaleza Radio when South-bound. 


TUGS: Always used for berthing and unberthing. At other marine 
terminals tugs are supplied from Salvador. For container and cargo 
vessels berthing at 10 m. quay, a tug is usually supplied to help vessel 
moor and unmoor. When coming alongside tug joins vessel inside port. 
8 tugs available 120 h.p. — 1,688 h.p. 

Rules for using Tugs: 

(i) At Temadre and Usiba. 

All berthing and unberthing of vessels with tonnage between 2,000 
g.r.t. and 10,000 g.r.t. must be with the aid of 2 tugs. Vessels with 
gross tonnage between 10,000 and 50,000 g.r.t. must be assisted 
by 2 tugs of power above 1,000 h.p. Vessels over 50,000 g.r.t. 
must be assisted by 3 tugs of power greater than 1,000 h.p. 
(ii) In the Port of Salvador and other marine terminals. 
All manoeuvres of berthing and unberthing of vessels with gross 
tonnage between 2,000 and 10,000 g.r.t. must be assisted by 2 
port tugs. All manoeuvres of vessels of gross tonnage above 
10,000 g.r.t. must be aided by 3 port tugs. Vessels of tonnage less 
than 2,000 g.r.t., according to the Pilot's judgment, may use a port 
tug, in special situations. 
In special situations, with winds from the East, according to the 
judgement of the Pilot, the use of tugs can be dispensed with for 
unberthing. 
BERTHING: No restrictions, but if draft over 28 ft. berthing and 
unberthing take place from 1 hour before HW until 1 hour after HW. 
Anchor used for berthing. Container and cargo vessels at 10 m. quay 
may unberth at any time. 

The Port of Salvador is protected by 1 breakwater (Northern 
Breakwater) and 1 mole (South Mole). There are two channels for 
vessels entering and leaving. On the wharf there are 9 warehouses and 
between some of the sheds sheltered storage spaces. 

Heavy lifts are left on the wharf until taken delivery, or discharged 
directly to trucks. 

There are 4 quays in the port: 
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Length Depth Max. draft 
(m.) (m.) (ft.) 
Coastal Vessel Quay 683 7-8 Warehouse 5 & 6 23.5 
Long Distance Quay 782 7-9 Warehouse 7 & 
Marine station 32.0 
ne Soy 238 8-9 
10 Metre Quay 370 9-10 


All warehouses (excl. No. 9) are fitted with overhead internal cranes. 

Explosives would be discharged into lighters at the proper anchorage 
for discharge of such cargo and taken to special deposits. Forewarning 
must be given for this cargo in order that arrangements may be made 
in advance. 

One grain discharger x 150 t.p.h., and 2 wheeled suction plants x 
60 t.p.h. each. 

Grain silos — 20,500 tons (Salvador Mill), and 13,357 tons (Bahia Mill). 

Industrial cold store of 2,300 cu.m. belonging to FRIUSA. 

All other goods are loaded/discharged at the wharf. 


Bulk Cargo Vessels: See “Aratu”’. 
Containers: 1 x30 ton crane for containers. 2 x30 ton transtainers. 2x30 
ton fork lifts. Roll-on/Roll-off facilities available. 22,000 sq.m. storage for 
containers and 10,000 sq.m. for containers ex-Roll-on/Roll-off. 

Also see “Report” dated November 1982. 


CRANES: 
Jib Cranes: 1x30 tons (for containers), 4x3 tons, 25 tons, 
153.2 tons, 36.3 tons, 2 12.5 tons. 
Mobile Cranes: 113.5 tons, 1x75 tons. 
Floating Cranes: 1x 100 tons. 
STEVEDORES: The Agents at Salvador act as stevedores. 


The work at Salvador, especially loading, is considered amongst the 
best in Brazil, as a rule, sufficient gangs are available. 

Masks, gloves are supplied by the stevedores. All other material such 
as slings, nets, etc., shall be supplied by the vessel. 

The ordinary working hours are 0700 — 1100, 1300 — 1700 hrs., 
Monday to Friday inclusive. Saturday 0700 — 1100 hrs. 

For overtime work notice must be given the previous day. As it would 
be difficult to obtain permission before each overtime period, a general 
permission covering ship's stay in port shall be obtained prior to arrival. 

1100 — 1300 hrs. Special permission must be obtained from the Dock 
Company which is only given to passenger vessels, or for cargo vessels 
to finish the cargo, or under special circumstances. 

1700 — 1900 hrs. Continuation period. Advice must be given to 
workmen at 1645 hrs. 

1900 — 2300, 0000 — 0400 hrs. Considered as night work. Advice 
must be given to the Dock Company at 1645 hrs. and to the stevedores 
at 1700 hrs. 

2300 — 2400 hrs. same as 1100 — 1300 period. 

0400 — 0600 hrs. Continuation period. Advice must be given to 
workmen at 0345 hrs. 

0600 — 0700 hrs. Second night continuation period. Can be worked 
under special circumstances to finish the cargo. Vessels discharging/ 
loading bulk cargoes, or loading/discharging reefer cargo, are allowed 
to work round the clock. 

To work on holidays, advice must be given to the Dock Co. before 

1700 hrs. the previous working day. For Sunday work advice must be 
given before 1100 hrs. on Saturday. The same applies for stevedores/ 
tally/coopers. 
CARGO INFORMATION: /nward Cargo: When cargo is discharged 
from the vessel it is checked, weighed and weight noted by the shore 
tally-clerk (for account of the ship), hk the Dock Company tally-clerk and 
by the Custom House. If there is a difference in weight, the ship is held 
responsible and has to pay double duty on same. Once the goods have 
been checked and weighed ship's responsibility ceases. 

Goods are delivered to the consignees on presentation of the bill of 
lading to the Dock Warehouse. 

Transhipment Cargo: Foreign cargo for transhipment at Salvador must 
be so declared on the manifest, and after it has been discharged the 
Agents have to obtain special Customs permission to tranship it to the 
port destination and also sign a guarantee that the goods are going to 
that port and that duty will be paid there. They will be held responsible 
for that duty until a declaration issued by the Custom House at the port 
of destination is received by them and handed over to the local Customs. 

Transhipment charges vary considerably with the type of cargo and 
are very high compared with foreign freights. 

Outward Cargo: Generally, cargo to be loaded is deposited in the dock 
shed prior to vessel's arrival. 

Refrigerated Cargo: All reefer cargo is discharged directly to trucks, and 
vice versa. 

Dangerous Cargo: Vessels with explosives and inflammables on board 
are not permitted to come alongside. All vessels carrying this kind of 
cargo must fly the “B” signal and remain at the proper anchorage. 
Advance notice must always be given of any vessel carrying explosives 
and inflammables. Under special circumstances it may be arranged for 
vessels to come alongside if they only have a minimum quantity of 
dangerous cargo on board, and the hatch in which it is stowed is not to 
be opened at Salvador. 

When vessels are boarded by the Harbour Officials, the Master must 
pores ¥ the Customs Officer and the Federal Police the Dangerous 

‘argo List. 
Corpses as Cargo: Notice should be given to the Port Authorities of 
such cargo carried, if possible, before vessel's arrival. 
Vegetable Oil in Bulk: Vegetable oil in bulk is loaded directly from lighters 
where the oil is deposited prior to vessel's arrival. Vessels are usually 
required to supply steam for pumping when they can. 
Loading and Discharging Rate: 
Average Daily Rates: 


Breakbulk 500 tons 
lron Bars 1,400 tons 
Dry bulk 

(with grabs) 1,000 tons 
Containers 1,200 tons 


Heavy Lifts: For heavy lifts a request shall be made to the Dock Co. to 
use the 100 ton capacity ae crane. Heavy lifts may also be 
discharged directly to the quay with the vessel's own gear when, due 
to a light draft (under 24 ft.), they can come directly ak tae without 
the use of a pontoon. It is recommended that the Agent be consulted 
before booking any heavy lifts for Salvador as the heavy lift crane is 
sometimes out of working order. 
Inflammables, Fuel and Diesel Oil, Etc., as Cargo: Bulk crude oil, diesel, 
fuel, inflammables, lubricants, etc., are discharged at the Madre de Deus 
Terminal, which belongs to the Government owned Petrobras. 
Damaged Cargo: When cargo is discharged, damaged or pilfered, it is 
Immediately checked and weighed by the Dock Co. and the Customs 
and separately stored. 

The Insurance Co. makes a survey in the presence of the Dock Co. 
upon request of consignees. 

Bulk wheat is discharged to two mills at Salvador, namely the “Moinho 
Salvador” and “Moinho da Bahia”. Average discharging rates (23 hours 
work per day) are respectively 1,500 and. 800 tons. 


BRAZIL 


Handling of Mail: Timely notice should be given to the Agents in case 
there is mail to be landed, stating the number of bags. 

As regards outgoing mail the Agents will be advised by the Post Office 

if there is any and issue the Post Office Pass. The bags shall be placed 
at the quayside, loading being for the account of the ship. 
MEDICAL: When vessels arrive over week-ends or during holidays 
advisable that Master cable Agent giving advance notice of medical 
attention required if case is serious. For routine medical attention no 
previous advice required as medical and hospital facilities available. 
TANKERS: All tankers loading/discharging inflammables, lubricants, 
etc., must do so at the Madre de Deus Terminal, which is privately owned 
by Petrobras, the Brazilian Government-run oil company. 

The Madre de Deus Terminal is a T-fashioned quay situated within 
All Saint’s Bay, 18 miles from Salvador. All vessels calling at Madre de 
Deus must be cleared at Salvador where Agent and authorities board 
the vessel before proceeding to Madre de Deus. This terminal is 
equipped only to handle tankers. Water, bunkers and deballasting 
facilities are available. 

Max. drafts are 41 ft. for vessels loading and 37 ft. for discharging, 
and length 240 m. 

Loading Arms/Products/ 

Berth Remarks 
No. 
PP 1 


Max. Size Depth 
(d.w.t.) (ft.) 
120,000 41 1x10 in. LPG (liquid) 

1x 8 in. LPG (vapour) 

2X12 in. black oils 
2x 8in. white oils 
212 in. black oils 
1X12 in. white oils 
2x 8 in. white oils 
max. LOA 240 m. 
3x 8 in. white oils 
110 in. white oils 
1x 6in. bunker line 
max. LOA 154 m. 
3x16 in. black oils 
1x 8in. fuel oil supply 
1x 6in. diesel 
1x10 in. semi-refrig. LPG 
(liquid) 

1x 8in. semi-refrig. LPG 
(vapour) 

1x 6in. pressurised LPG 
(liquid) 

1x 4in. pressurised LPG 
(vapour) 

1x 6in. bunker line 

max. LOA 145 m. 


PP 2 90,000 41 


PP 3 30,000 38 


PP 4 120,000 41 


PS 1 10,000 26 


PS 2 2,000 14 

Also see “Shipmaster’s Reports”. 
DENSITY: Salt water. 
FRESH WATER: Advance information recommended. Rate 20 cu.m./h. 
If several vessels are in need of supply, pressure may not be enough 
to supply all at once. No water barges available in the port, and all 
vessels are replenished alongside. 
FUEL: Diesel oil can be supplied alongside and at anchorage at 
Salvador, but fuel oil can only be supplied by Petrobras at the Madre 
de Deus Terminal, 18 miles up the bay. 

Lubricants are supplied in drums. Also see “General” before first port. 
CONSULS: Austria, Belgium, Denmark, France, Germany, Great 
Britain, Italy, Netherlands, Nicaragua, Norway, Portugal, Spain, Sweden, 
Switzerland, Uruguay. 

REPAIRS: The Navy operates a dry dock at Aratu with the following 
capacity: 35,000 tons; length 230 m.; width 30 m.; depth 8.5 m. Various 
small vessels can be attended at the same time. There are a number 
of workshops in Bahia fitted for repairing vessels, but it is recommended 
that large repairs be effected at the Aratu dry dock. When time allows, 
repairs may be made whilst the vessel is alongside the wharf. There is 
no time-limit but, as a rule, a vessel is not supposed to remain idle at 
the wharf if the berth is needed for another vessel which has to load/ 
Pyne is 
SURVEYORS: Lloyd's Agent: Expresso Mercantile Agencia Maritima 
Ltd., 340 Avenida Estados Unidos, Salvador. Tel: 242-7011. 
Bureau Veritas: 3 Rua Visconde Rosario, Salvador. Tel: 243-8222. 
American Bureau of Shipping: H. Taxman, 18 Avenida Estados Unidos. 
Tel. 242-0447. 
GANGWAY/DECK WATCHMEN: All foreign vessels must employ a 
gangway watchman by law. Hold watchmen are optional, depending on 
request by Masters/Agents. 
OPENING/CLOSING HATCHES: Normally carried out by stevedores. 
CUSTOMS ALLOWANCES: Customs officials will place cigarettes and 
“souvenirs” belonging to crew members under lock and seal. Excepting 
the Master, each crew member may keep in his possession only 1 carton 
of cigarettes and 1 bottle of spirits with seal broken. The Customs will 
periodically renew the seals for vessels staying in the port for a lengthy 
eriod thus enabling new issues to crew. 

IGHTERS: Soc. Alvarengagem de llheus are operating 4 lighters in 
the port with a combined capacity for about 670 tons. 
REPATRIATION: Most crew changes are made via Rio de Janeiro but 
some are made via Recife and on direct i ate Salvador/Lisbon. 
AIRPORT: Dois de Julio Airport is 31 km. from centre of town (40 km. 
from the port). No direct flights to foreign countries but various daily 
connections available with Rio, Sao Paulo, etc. 

TIME: GMT minus 3 hours. 

HOLIDAYS: National: 1st January; 21st April; 1st May; 7th September; 
12th October; 15th November; 25th December. 

Municipal: Movable: Good Friday; Corpus Christi. Fixed: 24th June 
(Saint John); 8th December (Our Lady of Conception). 

Traditional: Movable: Carnival — Tuesday (Mardi Gras) and Ash 
be alice pe Fixed: 2nd November (All Souls); 2nd July (Independence 
of Bahia). 
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POLICE/AMBULANCE/FIRE: Fire Tel: 193; Police Tel: 190. 
TELEPHONES: Facilities available for placing telephones on board. 
REGULATIONS: Rat-guards must be used at all times, as the Port 
Health make periodic inspections on the quay. 

STORES: Ship chandler can supply meat, vegetables, tropical fruits, 
canned goods, etc., but no bonded stores for foreign goods available. 


SHIPMASTER’S REPORT: September 1981. 

General: Salvador, capital of Bahia State is a large city combining the 
old with the modern. It is an important tourist resort for both Brazilian 
and overseas visitors. 

The tanker terminal, owned and operated by ‘Petrobras’ at Madre De 
Deus Island, is some 14 miles N.N.W. of Salvador in Todos os Santos 
Bay. 

the most unsettled weather occurs in March to May with heavy rain. 
Approach: Salvador is easily picked up on radar at maximum range with 
its high rise buildings situated on an elevated point called Pt. De Sto 
Antonio. 

Vivid flashing white lights from TV towers situated about 2 miles E.N.E. 
of Pta. De Sto Antonio can be seen long distances at night. BA. 540 
and 546 refer to Salvador. For Madre De Deus the Brazilian chart 1105 
is useful. 

Although the entrance to Salvador Bay (Todos os Santos) has good 
depths strong currents are found on rising and falling tide setting N.N.E. 
and S.S.W. respectively. 

Pilots: Pilots are embarked in the shelter of the Bay, 1 mile West of the 
Southern Breakwater. They use a small dark red launch. Pilots 
disembark in same position. 

Pilotage time to Madre De Deus is about 1.25 hours. 

VHF: Pilots: Call “Salvador Pilots” Channel 16, working 11, 13, 14. 
Range limited to about 6 miles South of Pt. Antonio. 

Tugs: Channel 13. 

Public Correspondence: ‘Salvador Radio’ Channel 16, working 24, 25, 

26, 27 local and international (IDD) calls. 
Arrival: Vessels proceeding to Madre De Deus Tanker Terminal will be 
required to anchor about 1.5 miles South of Pta. De Monte Serrat after 
embarking Pilot, for customs inspection, even if coming from another 
Brazilian port, generally takes about 1 hour. 

If waiting for berth at Madre De Deus vessels anchor off Salvador. 

Anchorage: South of Monte Serrat off Salvador in least depth of 13 m., 
plenty of sea room. 
Madre De Deus Terminal: The large tanker terminal, operated by 
Petrobras, was completed 15 years ago to serve the refinery at Mataeipe 
4 miles to N.E. Maximum draft is 42 ft. (12.8 m.) and maximum size up 
to 85,000 d.w.t. 

Least depth on approach to berth was found near Beacon No. 7. 2.5 
miles S.E. of “P1” Berth of 11m. Chart Datum. The terminal is set 
amongst wooded islands, the principal being Ilha dos Frades which has 
an ab ag sandy beach. By sea to Salvador takes about 1.5 hours by 
launch. The road which branches inland to join the main Rio De Janeiro 
Highway is about 50 miles in length and journey time of 1.25 hours. 
Tidal streams off the berth are very strong with a 3 m. range at times. 
Rates of 4 knots are common. Vessels calling regularly at Madre De 
Deus will find the Brazilian charts useful, plus Brazilian Tide Tables 
which list the Terminal and adjacent areas. 

Berthing: Vessels are swung about 3 cables S.W. of the berths and use 
offshore anchor when berthing (about 3 shackles in water). At “P1” Berth 
Starboard anchor is used which is to assist in both berthing and 
unberthing. Also at “P1” Berth forward moorings go to a dolphin ahead 
of the Berth. At “P2” and “P3” Berths there is an off-lying dolphin astern 
of the berths (to West). Two powerful mooring launches are used, one 
each end. We used on “P1” Berth 4 head/stern lines, 2 breast and 2 
springs each end. The forward breast lines to have any use should be 
brought down the deck to a lead about third of ship's length from forward. 

There are 2 large flat sprung fenders proud of Jetty face. 

Tugs: 21,200 h.p. permanently stationed at Terminal, 2<1,000 h.p. 
tugs come from Salvador as required. 

For large vessels 3 tugs are used, generally pushing or tied up 
alongside with ship's lines. 

Berths: Total of 5 berths on 2 jetties for sizes up to 85,000 d.w.t. and 
42 ft. draft with following characteristics. 


Berth Draft Size Side to Berthing Product 
No. ft.  d.w.t. 
P1 42 85,000 Port 6 hrs. either side Crude, 
HW Products, 
Refrig LPG 
P2 42 33,000 Either depends Any time Crude, 
on tide Products 
P3 36 33,000 Starboard On flood tide Crude, 
Products 
S1/S2 24 15,000 Below 120m. Any time Products, 
length any side Heated 
to over 120 m. LPG 
“S1" starboard 
side to and “S2” 
port side to. 


Density: Density at “P1" Berth 1025 at all states of tide. 
Discharge: Refrigerated LPG only at “P1” Berth. 

2 Chicksans — 10 in. vapour, 12 in. liquid, 150 ASA, both of Brazilian 
manufacture, similar to Santos. These are not now used due to leaks 
and discharge is by flexible hose to manifold on jetty. Shore will supply 
hose although we used our own for part of distance as they were already 
rigged with lower discharge pipe from Santos. Plenty of reducers 
available. As the vessel is off the quay face for about 5 m. due to fenders, 
approx. 20 m. of hose are used. 

No vapour return line at present. 

Discharge to tanks situated about 1.5 miles inland, varies from 
200 t.p.h to 400 t.p.h. with back pressure around 6 Bar. Communication 
with shore is poor with operator on quay speaking no English. 
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3 refrigerated holding tanks of 1x 10,000, 2x5,000 tonnes nominal 
capacity plus 43,000 pressure spheres. The product is either heated 
into spheres and then transhipped into small coastwise tankers on berths 
“S1"/“S2" or pumped another 2 miles to a road tanker terminal near 
the refinery. Surveyor, SGS, has little knowledge of LPG calculations. 
5 chicksans to West of LPG arms are for products plus numerous flange 
connections with rubber pipes on jetty. 

Facilities: Fresh Water: On each berth, couplings American type. About 
15 t.p.h. dependent on how many vessels taking water. 

Fuel: On each berth both H.O. and D.O. available. 

Access: A roadway to each berth with weight restriction of 16 tonnes 
and permission to discharge stores etc., within 20 m. of ship's side. 

Repatriation: Salvador Airport 1 hour from terminal. Local flight to Rio 
International Airport. 

Taxi: Costs £26 for round trip to Salvador. 

Repairs: Basic repairs possible from Salvador. 

Doctor: From Salvador will come very promptly, contact Agent. 

Chandler: Principal chandler — Barbosa Costa, reasonable for basics. 
Communications: Telex — International. Phone — Good Internal and 
International Direct Dialing (IDD). About £2 per minute to UK. There is 
a public call box in Jetty Operators Office which you can use to reverse 
charges overseas — very good and easy. 

Consul: Salvador has an Honorary British Vice-Consul which comes 
under Rio de Janeiro and was very helpful. 

Salvador: 241-3222. 

Brasilia: 0612-25298, 252710, 252625. 

Safety Equipment Certificate extended by 5 months through Brasilia 
and Salvador. 

Lloyds: Non exclusive surveyor in Salvador — ABS, nearest exclusive is 
Rio de Janeiro. 

Lifeboat: Can be lowered into water. A sandy beach on wooded island 
opposite terminal is popular with ships but watch tidal rise and fall. 


REPORT: Received November 1982. 

Butane/Propane at Petrobras Terminal (Temadre): Capacity 20,000 
tonnes at minus 45°C. Discharge rate up to 500 tonnes per hour but 
dependant on vessel pumping rate. For daylight berthing vessels up to 
50,000 d.w.t., max. draft 40 ft., vessels up to 118,000 d.w.t. max. draft 
38 ft. Max. LOA 240 m. 

Butane/propane vessels with over 20,000 tons to discharge may 
transfer excess across the Terminal to smaller gas tankers, sometimes 
unrefrigerated. 

Larger vessels than limits shown have gonein. We had vessel 
(55,173 d.w.t./39 ft. 6 in. draft) earlier this month, which berthed by 
special dispensation of Port Captain, under considerable pressure from 
Petrobras. Vessel had less than 50,000 tons on board but limitation is 
on registered d.w.t., not cargo. Port Captain's Office now studying 
possible increase d.w.t. limit for 40 ft. draft vessels but not confirmed 
yet, so if you are working vessel over present limits please advise 
soonest and details. 

Remember vessels proceeding to Santos to complete discharge must 
arrive there with 28 ft. draft or less. Usually there is no difficulty here 
with transferring propane to butane tanks on board to correct trim. 


REPORT: May 1983. 

Refrigerated LPG Discharge: Pipe-line length 3,000 m., liquid line 
diameter 18 in., vapour line diameter 8 in. Discharge using 3 liquid hose 
lines with 8 in. diameter and 1x8 in. diameter vapour hose line. 


SHIPMASTER‘S REPORT: July 1992. 

Charts: B.A. Charts No. 540 and 545. 

Approaches: The city of Salvador is very prominent, combining old and 
new tower buildings, and the bay cannot be mistaken. 

Pta. de Santo Antonio, a black and white stripped tower lighthouse, 
is conspicuous. 

Care should be exercised to stay South and West of Banco de Santo 
Antonio, which is marked at its Northern and Southern edges by light 
buoys. These buoys are not easily seen. 

Salvador is the second most important naval base of the country, and 
as such, there are frequent warship movements in the approaches to 
the bay, which can create difficulties, as we found out on our visit. 

When proceeding into the pilotage area, as marked on B.A. Chart 
No. 545, do not stray North of Banco de Panela light buoys, marking 
the shoal areas. With many ships at anchor in the vicinity, and confusion 
over the pilot launch, vessel can easily drift between the buoys. 
Pilots: Pilots can be contacted on VHF Channel 16, working mainly on 
Channel 11. The range is poor. Pilot boards in area marked on B.A. 
Charts No. 540 and 545. Pilot Station is at the foot of Berth No. 1 in 
Salvador (12° 58.3’ S., 38° 30.9’ W.). 

Pilot boards from fast red hulled cutter. Pilot cutter can easily be 
ple yg for service launches going to the anchorage, which also have 
red hulls. 

Officially there is 24 hour pilotage to and from Petrobras Madre de 
Deus Terminal, although over 4 days, no ships were in fact berthed or 
unberthed overnight, most berthed around 0700 hrs. or 1800 hrs., 
depending on tide. 

A pilot must be taken to anchor vessels off Salvador, either awaiting 
orders, berth or clearance before proceeding to Madre de Deus or Aratu. 
Anchorage: The general anchorage is off Salvador City (See “Pilotage’”’). 

We anchored for clearance and to await a berth in position 
ae ‘a 2° 57’ S., Long. 38° 31.8’ W. Anchorage was fairly well sheltered 

ut busy. 

At Madre de Deus, an emergency anchorage can be found S.W. of 
Berth “P2". This area is also used as a swinging basin. 

Tugs: Numerous tugs available. 

At Madre de Deus Terminal, Petrobras have two of their own tugs of 
1,500 h.p. on permanent stand-by. Extra tugs being called for large 
ships. Ship's lines are used. 

Mooring: Tidal range is 1.5 m. at neaps and 3.0 m. at springs. There 
are strong currents off the berths. All ships for all berths are swung in 
the turning basin to S.W. of Berth “P2", and moored head-out or East. 


Therefore, for Berths “S1", “P1", “P2" and “P4”, vessels berth port side 
to, and at Berths "“S2" and ‘P3", vessels berth starboard side to. 

Berths were very busy during our 4 days stay. 

Offshore anchor sometimes used, but as sufficient tug power per size 
of vessel readily available, anchor not used as often as in the past. 

Moorings were 4 head/stern lines, 2 breast lines, 2 back springs, on 
all “P” Berths. Breast lines are very important, as they hold vessel onto 
jetty if there is a strong current. 

Two powerful mooring boats used, and large mooring gang is also 

rovided. 
P At old berths (“S1", “S2", “P1", “P2" and “P3"), moorings are onto 
bollards and fixed hooks. At Berth “P4” (new berth), moorings are onto 
quick release hooks with capstans. 

Large fenders of cushioned rubber at each end of jetty berthing face. 
These keep vessels off jetty face by about 2.5 m., which can cause 
gangway difficulties. Due to strong currents and tidal range, moorings 
must be watched carefully. 

Berths: Madre de Deus Terminal: 

“S2" — 5.0 m. at L.W., hoses, coastal tankers — products. 

"S1" — 7.0 m. at L.W., Chicksans, up to 10,000 d.w.t., products and 
LPG, discharging and ria 

“P1" — 12.0 m. at L.W., Chicksans, up to 75,000 cu.m. (LPG) or 
100,000 d.w.t. (products) discharging and loading. 

“P2" — 12.5m. at L.W., Chicksans, up to 150,000 d.w.t., crude or 
products, discharging or loading. No LPG. 

“P3" — 10.0 m. at L.W., Chicksans, up to 80,000 d.w.t., products, 
discharging and loading. 

“P4" — 12.0m. at L.W., hoses, up to 150,000 d.w.t., crude and 
products, discharging and loading. 

LPG only handled at Berths “S1” and “P1”. For Berth “P1”, there are 
often long waits at Salvador Anchorage, as berth is very busy. 

At Berth “P4”, which was commissioned in March 1992, hoses only 
are used, lifted by ship's derrick/crane. There is a hydraulic gangway 
on the jetty. 

At all other berths, ship's gangway has to be used, which can be 
difficult to land. We used midships accommodation ladder with painting 
stage between piatform and jetty, with safety net and manropes. 
Cargo: LPG imported and coastal loading at Berth “P1”, liquid arm 10 in. 
and VRL 6 in. 

LPG at Berth “S1" with 6 in. liquid arm and 4 in. VRL. 

During our visit, the VRL Chicksan was out of action, and we used 
6 in. shore hose connected at base of Chicksan. Again during our visit, 
the loading/discharging arm develo, a leak, so ended up using a 8 in. 
shore hose connected to base of Chicksan. 

Loading for coastal distribution: Propane product warm, between 
—28°C and —35°C, at a maximum rate of 400 t.p.h. 

Butane product variable, between —3°C and +3°C. 

If vessel is a fully refrigerated vessel, it will encounter great difficulties 
in loading warm Propane. Minimum rate can be controlled at ship's 
manifold, which is quite acceptable. 

VRL: The use of the VRL does not seem to carry a charge. It is 
sometimes returned to the shore tanks and at other times it is flared. 
Little flow/return was found below 170 mbs. ship tank pressure. Above 
this, the flow rate is variable, depending on the degree of persuasion, 
ship can exert on Petrobras. 

We found loading rate for Propane at average —30°C to be 55 m.t.p.h., 
and Butane rate up to 400 m.t.p.h. 

Recirculating shore line between different products can be done up 
the vapour return line, but Petrobras will resist this if they can. 

Discharging: From reports and previous experience, discharge is 
against a 6/8 Bar B.P. at rates around 400 m.t.p.h. There are a lot of 
shore stops. 

Chicksans as for loading. 

Tanks are about 2.0 km. away from berth, 20,000 tonnes refrigerated 
and spheres. 

Normally large LPG ships up to 75,000 cu.m. will do a two port 
discharge (Salvador and Santos). 

Little English is spoken by jetty personnel and Shift Managers. Each 
shift does a different thing. 

Difficult to get hold of any one in authority. 

General: Fresh water available on all berths at rate of 25 m.t.p.h. Ship's 
hoses and meter were used. Fresh water is also available at Salvador 
Anchorage at a rate of U.S.$ 10.00 per tonne by barge. 

All grades of fuel are available at all berths. Gas oil and MDO is also 
available by barge at Salvador Anchorage, but not fuel oil (IFO). 

Stores: There are a number of chandlers in Salvador, who call vessel 
on VHF when vessel first enters bay. They can deliver to within 20 m. 
of ship. Jetty can take weights up to 18 tonnes, and all traffic seems to 
be allowed on jetty roadway (trucks/vans/cars — diesel or petrol). 

Note: Chandlers are to be paid by owners and not by Agent or Master 
(New Central Bank Regulation). 

Repairs: We used EMS — Engenharia Manutencao E Servicos Ltda. 
Telex: 713780. Fax: 71 3129579. Tel: 71 3129715. They made a good 
job of both mechanical and electrical repairs. 

No spares available at Salvador. Prices are very very high. 

Telephone: IDD telephone in box at Control Cabin at Jetty, elbow 

about 100 m. from Berth “P1”. 
Authorities: Vessel cleared at Salvador Anchorage, even if coastwise. 
Usual volumes of paperwork. We were coastwise and the following were 
required: ‘Rider’ from Fortaleza, 6 Crew Lists, 2 Crew Effects Lists, 
2 Stores Lists, 2 Vaccination Lists, 1 Port Rotation List, 1 ‘Nil’ Passenger 
List, 1 ‘Nil’ Firearms List and 1 Dangerous Drugs List. 

No foreign exchange (U.S.Dollars) can be advanced to Master. This 
applies to all Brazilian ports. 


AUTHORITY: Companhia Das Docas Do Estado Da Bahia (CODEBA), 
Estacao Maritima De Passageiros, Avenida Da Franca, S/N, CEP 
40.000, Salvador, Bahia, Brazil. Tel: (071) 243-5066, 243-5165, 243- 
5965, 243-5765. Telex: 071-1110. Fax: (071) 241-6712. 
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Porto De Salvador — Porsal, Avenida Da Franca 1551, CEP 40000, 
Salvador, Bahia, Brazil. Tel: (071) 243-5066, 243-5165, 243-5965, 243- 
5765. Port Control: 242-1341. Port Administration: 242-4570. Traffic: 
242-5998. Port Guard: 242-3497. Telex: 071-1110. FAX: (071) 2416712. 
Contact: A. Barreto, Port Manager. 


SANTANA (Macapa): 00.03 S. 51.11 W. 


DOCUMENTS: Also see “General” before first port. 

6 Crew Lists. 

3 Crew Personal Effects Lists. 

7 Transit Passengers List or Negative Passengers List. 

3 (each) Stores Lists (engine, deck and bonded). 

5 Cargo Manifest or Ballast Declaration. 

7 Disembarking Passengers List (if any). 

3 Maritime Health Certificate. 

3 Vaccination Lists. 

Derat Certificate. 

Maritime Police Pass (when proceeding from Brazilian Ports). 

Clearance Certificate. 

PILOTAGE: No Pilots available either for the North Channel entrance 
and/or for docking and casting off operations. 

ANCHORAGE: In front of the port, protected anchorage between 
mainland and Santana Island, where vessels can safely anchor at any 
location. Bottom is mud. 

RIVER NAVIGATION: Outer bar transit restricted to 32 ft. at LW and 
37 ft. at HW. When loaded and outward bound, the Master should study 
carefully the tides and direction of currents. 

RESTRICTIONS: Vessels can depart at any stage of tide. Night transit 
in North channel is at Master's discretion. 

Channel transit restricted to 32 ft. in low water. Due to shifting of mud 
banks it is recommended that a set of up-to-date Brazilian nautical 
charts, covering from outer bar to Santana Port, should be used. 

The Hydrographic Office of The Brazilian Navy, based on date 
furnished by the Brazilian National Astronomical Observatory, publishes 
an annual tide table for the majority of Brazilian ports, including Barra 
Norte do Rio Amazonas-llha do Brigue — Lat. 00°55’N., Long. 
50° 05’ W. and Porto de Santana. 

Nautical charts and tide tables are available through the vessel's 

Belem (Para) Agent. 
Shipmaster's Report: The above is correct but we would advise you to 
add: “The charts and books are delivered by pilot launch off Salinopolis 
(the pilot station for the port of Belem), if ordered well in advance via 
Belem's Agent. The meeting point, anchorage, can easily be reached 
on B.A. Chart No. 520 and is described in South America Pilot Volume 
1 (eleventh edition 1975), page 53, line R 41 — 45”. 

In certain periods, but mainly from April to August, there are large 
logs, trees, etc., drifting down river. 

MAX. SIZE: On East side of floating ore pier, general cargo pier has a 
depth alongside of 29 ft. Along floating ore pier depth ranges from 35 ft. 
to 90 ft. (at LW). 35 ft. on East end of pier. Tidal range about 9 ft. to 
11 ft. Tidal current at middle of river ranges from 2 to 3 knots, while 
close inshore along ore dock it runs approximately 1 — 1.5 knots. Amazon 
river water at Santana is fresh in spite of tides. 

Port of Santana: Alongside the floating ore pier, the tidal current 
continues to run for 60 minutes beyond the time computed from the 
table. In mid-stream, the delay in the change of current is 90 minutes, 
depending on the river flow. 

Report: September 1986. 

Max. LOA 707 ft. 08 in. 

Max. beam 95 ft. 02 in. 

Max. air draft 40 ft. 

Max. sailing draft 32 ft. LWOST. 37 ft. HWOST. 

HEALTH: Health authorities visit vessel arriving from abroad. Authorities 
require regular ship's gangway to be lowered. Jacob's ladders not 
accepted. Also see “General” before first port. 

RADIO: Vessels scheduled to load ore at Santana must radio Belem 
(Para) Agents (preferably via Chatham, Amagansett or Belem Radio) at 
least 48 hours prior to ETA North Channel. Other means of 
communication not satisfactory and result in delay. 

TUGS: No tugs available. 

BERTHING: Private Floating Pier: Length 247 m. Depth of water 10.6 m. 
A retractable loading arm loads Manganese at an effective average 
loading rate of 1,000 long tons per hour for each hatch loaded. 

Also see “Shipmaster’s Report’. 

Macapa Pierhead: Length 18 m. Depth of water 8.8 m. Fitted with a 
65 ton crane, and used for general cargo handling. 

Recommended that amidship hatches be used for Santana cargo. 
Vessels berth according to direction of tidal current. Berthing operations 
assisted by a motor craft to place lines on shore, East of pier. On West 
side, lines moored to the bitts on floating fender. Linesmen available to 
assist berthing and shifting. Ore carriers have preference when docking. 

When berthing, use of the anchor must be avoided except in an 
emergency. 

Cais Portobras: Woodchip Berth — See “Shipmaster’s Report” dated 
April 1993. 

STEVEDORES: Stevedores are available at Macapa about 25 km. by 
road from the port. Rates and other pertinent details must be arranged 
through the ship’s Agents. Conveyor belt for ore loading fixed, 
consequently vessels must be shifted by own winches to load various 
hatches. Effective average loading rate 1,000 t.p.h. Special caution must 
be taken not to pump all ship's ballast before loading starts, since the 
height of boom is 40 ft. above water level. Cargo belt trimmed only. 
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(See Plan) 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


MEDICAL: Medical attention may be arranged at Macapa through ship's 
Agent. 

TANKERS: Discharge at the Dolphins Pier, about 150 m. West of 
floating pier. Depth 8.0 m. Pipe-lines lead to tanks ashore (distance from 
pier 1,000 m.). Storage tanks have capacities for 35,000 barrels of diesel 
oil, 9,500 barrels of gasoline and 60,000 barrels of fuel oil. There are 
no shore facilities available at the terminal for receiving slops, dirty or 
contaminated ballast. Masters are cautioned that discharging of anything 
other than uncontaminated ballast will be subject to penalties as 
prescribed by Brazilian law. 

(See Pollution Regulations in “General” before first port). 
DENSITY: The Amazon river water at Santana Port is fresh water at 
any stage of tide. Checking density during load operations is 
recommended. 

FRESH WATER: No drinking water available. 

FUEL: There is no suitable installation for fuel supply. See “General” 

before first port. 

CONSULS: None. Documents which are to be visaed by a Consul must 

be sent to Belem. 

REPAIRS: Only in cases of extreme emergency and then only minor 

repairs. 

GANGWAY/DECK WATCHMEN: Gangway watchman compulsory. 

OPENING/CLOSING HATCHES: Ore carriers: Service carried out by 

crew. General cargo vessels: Service executed by stevedores. 

CUSTOMS ALLOWANCES: Limited quantity for use during ship's stay. 

CARGO GEAR: No additional requirements as to gear. A heavy-lift stiff 

leg derrick mounted on the pier. Boom: 60 ft., Mast: 37 ft. 6 in., Capacity: 

65 tonnes. Mobile crane (maximum lift 40 tonnes) available for discharge 

of general cargo from small vessels. 

REPATRIATION: Effected by ship’s Agent. No Immigration Authorities 

at Macapa. 

AIRPORT: Macapa Airport 25 km. from Santana near city of Macapa. 

Scheduled domestic flights from Belem to Macapa, a trip of 25 minutes. 

TIME: GMT minus 3 hours. 

HOLIDAYS: New Year's Day (January 1st); Tiradentes (April 21st); 

Martyr of Independence; Labour Day (May 1st); Independence Day 

(September 7th); All Saints’ Day (November 2nd); Proclamation of the 

Republic (November 15th); Christmas Day (December 25th). 

TELEPHONES: No facilities for placing telephones on board. 

GENERAL: 

Aids to Navigation — Radio Beacon — A radio beacon is installed at 

Ponta do Ceu, marking the entrance from the open sea to the river 

cor It is operated by the Brazilian Hydrographic Office and the main 
letails are: 


Frequency — 290 kHz 
Signal letter - EH 
Working hours — Continuous 


Lat. 00° 45’ 40” N. 

Long. 50° 06’ 58” W 

Range — 300 miles. 

Signal — AO and A2 (1020 H2) 

Character of signal — (EH.....) Twice in AO during 10 secs. 
and A2 (1020 H2) during 5 secs. 

Vessels have reported that certain times the beam may stray as much 
as 15°/20°. This straying is most noticeable during early evening and at 
dawn, less so during the night, and least during the daytime hours. 

Industria e Comercio de Minerios S.A. — ICOMI is not responsible for 
the location and operation of the various aids to navigation (lights, radio 
beacon, buoys, etc.). 

COMMUNICATION: Notices — Vessels scheduled to load ore at Porto 
de Santana, must send radio to Belem (Para) Agents (preferably via 
Chatham, Amagansett or Belem Radio) at least 48 hours prior to their 
ETA North channel. Agents forward this information via telephone to 
their representative in Macapa who notify the shippers. 
Telephone: Telephone communications between Porto de Santana and 
all Brazilian cities and also international calls, via Embratel (Brazilian 
Telecommunication Company) are possible every day, Sundays and 
holidays included. 
Telegraph: There is a public telegraph service in Macapa, operated by 
the Brazilian Post Office and Telegraph Department. 
Cable: International Cables are speeded by phoning them to the Agents 
in Belem (Para) who file them in the local cable offices there. 
Mail: Ship's or crew's mail should be addressed in care of the ship 
ch pee in Belem (Para). Mail should not be addressed to Macapa or to 
antana. 
POLLUTION REGULATIONS: Brazilian Legislation contains several 
sanctions and penalties applicable to those who cause pollution of any 
kind. The prohibition against the execution of acts which cause pollution 
and the respective penalties, both administrative and pecuniary, are 
principally contained in The Federal Law No. 5318, dated 26/9/67, and 
in the National Policy for Sanitation, in the Decree No. 221, dated 20/ 
2/67 — Fishing Code, in the Federal Decree 5798, dated 11/6/40, on 
Rulings for Maritime Traffic, and in the State Law (State of Rio de 
Janeiro) No. 6753, dated 10/12/71. 

The sanctions and penalties can be applied cumulatively against 
infractors, and among those, special attention is called to the penalties 
—— in Federal Law No. 5357, 17/11/67, of which the first article 
reads: 

“Article 1 — Vessels or maritime or river terminals of any kind, 

foreign or national, which discharge debris or oil in waters which 

are within a strip of 6 (six) nautical miles from the Brazilian coast, 
or in rivers, lakes or other stretches of water, will be subject to 
the following penalties: 

(a) Vessels, to the fine of 2% (two per cent) of the greatest 
minimum salary in force in the national territory, per gross 
register ton or fraction thereof: 

(b) maritime or river terminals, to a fine of 200 (two hundred) 
times the greatest minimum salary in force in the national 
territory. 


Geographical position 
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Sole paragraph — in the case of repetition the fine will be 
applicable in double”. 

In addition to the administrative and pecuniary penalties, under the 
new Brazilian Criminal Code, (Decree-Law No. 1004 of October 21, 
1969, which was put in effect as of January 1, 1974, according to Law 
5857/72, acts causing pollution constitute a violation punishable with 
imprisonment as follows: 

“Article 303 — Pollute lakes and rivers or, in inhabited places, the 
shores and the atmosphere, thus breaching provisions of federal 
laws or regulations: 
Penalty — Imprisonment up to 3 (three) years and payment of a 
5 to 25 day fine. 
Sole paragraph — If the crime is not wilful the penalty shall be 
imprisonment from 2 months to 1 (one) year”. 
IDENTITY CARDS: Foreign Crew members not permitted to go ashore 
without presentation of identity card, on which is a photograph of holder 
and personal details. These cards are provided by the Agent upon 
arrival. The identity card must be delivered on dis-embarkation to the 
Federal Police who will return it to the crew member on re-embarkation. 


SHIPMASTER’S REPORT: July 1982. 

The following concerns: our recent visit to Santana to load bulk 
manganese ore, destined for Canada. The following should be read 
together with “The Pilot Book” and “Guide to Port Entry”. 
Communications: We were provided, by Charterers, with Agent's 
address, including cable address, in Santana. However cables sent here 
could not be delivered. All communications then sent to Agent in Belem. 
They responded with berthing instructions. Agent assured me that mail 
to Europe takes 5 to 6 days only. Incoming mail must be addressed to 
the Belem Agent and not direct to Santana. Agent has a VHF set but it 
is currently out of order. Contacted Macapa Radio on VHF Channel 16 
when passing but they did not pass the message on to Santana. 

D/F: When some 200 miles from the beacon at Pta. do Ceu, a clear 
sharp signal was obtained. However, when crossing the Barra Norte, 
the signal was poor with a spread of 10 to 12 degrees. Generally showing 
the correct bearing though and it is the only aid to navigation. 

Pilots: There are no Pilots available for the passage from sea to Santana. 
A competent Pilot boarded at the anchorage and aided the berthing 
operation. This same Pilot should have aided the sailing but he arrived 
late and vessel was already leaving the pier. | understand that vessels 
proceeding further up the River Amazon embark Pilot at Santana. 
A mooring boat and line handlers are provided. 

Charts: | found Admiralty charts adequate for the in-bound, light ship, 
passage. Purchased seven Brazilian charts from the Agent and these 
were invaluable for the outbound passage. Large important sections 
have been surveyed 1980. Similar detail to Admiralty charts but much 
better scale. 

Navigational Marks: Found all buoys and beacons as charted inbound. 
They are well laid out and are about adequate. Outbound found Barra 
Norte No. 2 Buoy missing. This fact was reported to Belem Agent. 
Inbound and outbound passages were mostly in daylight so | cannot 
vouch for the lights. 

Landfall: No. 2 Buoy was sighted at 14 miles on radar and visually at 
10 miles. All buoys showed well on radar. Pta. do Guara Lighthouse 
well defined on radar at 24 miles. The coast line Northward of Rio 
Araguari was clearly visible on radar at 24 miles. 

Tide Tables: Used Admiralty tables inbound. Predictions are based on 
Georgetown, Guyana. Crossing Barra Norte, inbound, could not make 
tidal streams conform with predictions. After berthing purchased 
Brazilian Tide Tables from Agent. The predictions for Santana were 
found to be similar in both sets of tables. However for Barra Norte found 
High Water some 4.5 hours and 2.2 m. difference between the tables. 
Sailed on basis of Brazilian predictions and found that tidal streams 
conformed much better. Inbound, light ship, the height of tide is not so 
important. Santana direction of tidal stream, which dictates berthing, is 
Mihi Outbound use Brazilian tables and charts. The chart has a good 
tidal rose. 

Santana Anchorage: As another vessel was already alongside | passed 
the berth and anchored about 1 mile above the berth in a deep pool at 
the confluence of three creeks. Stayed here for some 36 hours and 
noted that the flow of tide continues for some 60 to 90 minutes after the 
Admiralty predicted High and Low Waters. 

Customs: Conscientious and efficient. A search of store rooms, cabins, 
lockers and cargo spaces was carried out. This took 1.5 hours and Agent 
assured me that this is normal. Two Customs Officers lived onboard 
throughout our stay. They come complete with spare seal should you 
wish to visit bonded stores. 

Immigration: All matters taken care of by the Agent. 

Port Health: Most thorough and meticulous. All medical books checked. 
The Brazilian Government is sponsoring a massive drive against Yellow 
Fever. Next morning Port Health Doctor returned to the vessel and 
vaccinated all who did not have proper documentation. International 10 
year certificates issued. 

Extended Derat Exemption for 6 months on proper form. 

Watchman: A shore watchman was provided. Very useful for keeping 
the canoe people off the vessel. Also useful as a runner to the Agent. 
Pier: The pier is 247 m. long, lies along 100°/280° and has a freeboard 
of about 4 ft. It floats on pontoons and is connected to the shore by 2 
arms. It has a wood faced rubbing strip. Adequate rams horn bollards 
are provided. There are 2 mooring buoys at the Western end of the pier. 
See “Plan” for moorings and soundings. 
Cargo: Vessel alongside for 48 hours and loaded 25,408.6 tonnes. 
Cargo pours out at a rate of some 800 tonnes per hour. Some time is 
lost shifting vessel up and down the quay to locate hatches under the 
chute. Our seven shifts accounted for 4.5 hours. When the tide is “kind” 
these shifts are easy enough, other times not so easy. Before the final 
pour into the last hatch operations were halted for 3 hours while samples 
were analysed. The belt weight was found to be accurate when 
compared to draft. There is no trimming. It lies where it falls. 


Chute: The loading chute floats on a separate pontoon. The air draft is 
40 ft. and of course is not affected by tide. The chute can be adjusted 
to pour across the ship thus taking care of vessels with varying beams. 
Language: Few shore people had any knowledge of English. 
No personnel aboard could speak their particular brand of Portuguese. 
Final documentation all completed in perfect English. 

Provisions: Fresh provisions were puchased and prices were 
reasonable. Used American dollars from Master's safe. 

Fresh Water: Fresh water is not available. The loading rig has a system 
of pouring water to keep the belt wet, but this is just river water. 


SHIPMASTER’S REPORT: April 1988. 

The passage to Santana is through the Amazon River and North 
entrance is declared safe for navigation without pilot. The distance from 
North Bar to Fazendinha Anchorage (boarding place for Immigration 
and Pilot) is about 172 nautical miles. The Buoy “BF-2” in position 
01° 34.2’ N., 49° 00.9’ W. is equipped with Racon (G) and marks the 
entrance of the river and North Bar. Vessels in ballast should not have 
any problem except for tidal stream, missing or out of position channel 
buoys, etc. The depth at the river mouth is subject to change to some 
extent and it is advisable to obtain latest position of buoys from Belem 
or Santana Agent. River transit in the night is risky due to unlit buoys. 
Otherwise the river is quite deep and wide. The shore Racons at Pta. 
do Guara and Ilha do Bailique were found functioning. The D/F bearings 
of Pointa do Ceu and Salinopolis Stations can be relied upon to some 
extent. 

There is no berthing at night and the vessel is taken alongside from 
Santana Anchorage during floodtide. There is a fixed loader and frequent 
warping of the vessel can be avoided by keeping loading changes to a 
minimum. 

On the outward passage in the river, the vessel anchored off Pointa 
do Ceu and the current was found to be quite strong. The North Bar 
(charted depth less than 10.0m.) is about 15 miles long and it is 
advisable to enter one hour before High Water. The vessel procured 
Brazilian charts and tide tables which were of great assistance. The 
tides at the North Bar are about 4 hours 4 minutes ahead of tide timings 
for Ilha do Brigue. 


SHIPMASTER’S REPORT: April 1993. 

Port of Cais Portobras — Macapa: 

River Transit: The passage to Cais Portobras (Macapa) (Chipwood 

Berth) is through the Amazon River via the North Bar entrance which 

was declared safe for navigation without the Pilot. The distance from 

the North entrance to the pilot station is about 171 miles, the distance 
to Cais Portobras is about 3 miles, and the position of the Woodchip 

Berth is about one mile East of Port of Santana. We were the second 

vessel to load this type of cargo in this port. The position of the Entrance 

Buoy on North Bar (the “Amazonas 1” with Racon signal (G)) was 

01° 34.2’ N., 49° 01.6’ W. Vessels in ballast condition should not have 

any problems, except for strong tidal currents and out of position channel 
buoys at Curua Channels. 

The depth in the channel is subject to frequent changes. It is advisable 
to obtain the latest information from your Agent in Belem. River 
navigation at night is risky, due to some buoys being unlit and some 
large floating logs can be encountered, specially during rainy seasons. 
Global positioning system (GPS) was used as an aid during river 
navigation and it rendered great assistance for river transit and back- 
up to ARPA Radar. 

On the outbound transit in the North Bar, the vessel can anchor East 
of Pta. do Ceu or 2.0 miles West of Buoy No. 11 and with 15.0 m. charted 
depth for waiting high water. Vessels with draft of 35 ft. (10.67 m.) will 
not have any problems crossing the North entrance on high water. 
Prudent mariners should be alert for the strong currents in this area. 

The charted depth at the North Bar was less than 10.0 m., and it is 
advisable to enter the channel 4 hours and 20 minutes before high tide, 
to obtain the maximum depth. The vessel utilised Brazilian tide tables 
which were of great assistance. Charts used in the river were American 
charts, which we compared with Brazilian charts, and there was quite 
a difference, especially the charted depth of 9.1 m. in between Buoys 
No. 11 and 12, that was not corrected on Brazilian charts. Also the 
changes in light tower in IIlhas Pedreiras was not updated on Brazilian 
chart. It is also advisable to check with latest American Notice to 
Mariners, Charts Corrections and Sailing Directions Publications for this 
area. 

Docking/Undocking: The docking and undocking of the vessel is only 

done at daytime and only during flood tide, which the competent Pilot 

used to advantage. There will be no tugs to assist the vessel to dock 
alongside the berth. Vessels always come alongside port side to. 

However, due to favourable conditions of the river in the vicinity of the 

berth, difficulties are not excpected during manoeuvring of vessels. 

Loading: There is a movable chiploader in this berth that can be spotted 

in the centre of every hold and loaded by gravity through spout loader 

that can rotate 360°. The average capacity of loader is 500 t.p.h. — 

600 t.p.h. The length of the berth is approximately 200 m. 

Stevedores: The longshoremen here are not very familiar with loading 

Procedures, probably because this is the first chipberth in Macapa area. 

Stevedores require constant guidance to attain the maximum load 

required for the vessel. 

: The trimming is done with a 9 ton bulldozer which makes loading time 

nger. 

Message: P&I Club to P&l Club, dated October 1992. 

Please note following information obtained by our agency department 
about the loading of chips at Macapa: 

1. There is a Japanese company’s building facilities for production/ 
export of woodchips at Santana (Macapa). 

2. The facilities include a loading terminal at Santana, which will be 
approximately 200 m. long, allowing vessels up to 220 m. long to 
berth, and a draft of about 37 ft. (11.28 m.), which is the maximum 
allowed at the estuary of Amazon River at H.W. 
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3. There will be no tugs to assist vessel to dock alongside the terminal. 
However, due to favourable conditions of the river at the site of the 
terminal, difficulties are not expected for vessel's manoeuvring. 

4. Dredging of the terminal and approaching area will start soon, and 
it is expected that by beginning of 1993 the terminal will be operative. 

5. Pilot boards vessels at Fazendinha, not at mouth of river. Navigation 
from river mouth to Fazendinha presents no problems, and vessels 
of 60,000 d.w.t. — 65,000 d.w.t. usually transit there when going to 
Port Trombetas to load bauxite. 


AUTHORITY: Companhia Docas do Para, Porto de Macapa, Av. Felinto 
Muller, Santana, PA, Brazil. Contact: Agostinho Raiol da Cunha, 
Manager. 


SANTAREM: 02.25 S. 54.43 W. 


LOCATION: Also see “General” before first port. 

Santarem is located on the right bank of the Tapajos River which joins 

the Amazon River. 

APPROACHES: Bar: Width 1,100 m. depth 17.0 m. — 25.0 m. 

yp Channel: Length 2,590 m. width 1,500 m. minimum depth 
15.0 m. 

Manoeuvring Basin: Minimum width 1,500 m. minimum depth 15.0 m. 
MAX. SIZE: Max. draft 10.0 m. 

BERTHING: 520 m. of quay of which 380 m. is a pier, 2 warehouses 
with an area of 3,000 cu.m., open air area of 10,000 sq.m.; mechanical 
workshop, 60 ton weighbridge, administrative building, water tower and 
residence for the Port Administrator. 

2 deep sea vessels or larger coasters can come alongside, with a 
minimum of 10 m. depth of water, and at the same time, 2 vessels of 
lesser draft can be berthed in the inner area where the depth is 6 m. 

To handle river vessels, there is a marginal quay, with a minimum 
depth of 3 m. 

There are at present 26.3 ton cranes, with plans to install a further 4. 

1 mobile crane, capacity 9.1 tons 

The principal export is meat which is delivered by road. A cold store 
is to be built. 

FUEL: Fuel oil available at Petroleo Sabba private wharf. Also see 
“General” before first port. 

AUTHORITY: Companhia Docas do Para, Avenida Presidente Vargas 
41 — 20 Andar, Belem, Para, Brazil. Te/: 223-0056, 223-2066. 


(See Plan) 


SANTOS: 23.56 S. 46.19 W. (See Plan) 


PORT LIMITS: The Port of Santos is situated in the centre of the State 
of Sao Paulo, and the port installations spread over an estuary bounded 
by the islands of Sao Vicente and Santo Amaro. 
The port limits are: 
(a) Parallel alignment of 24° 02.7’ S., in the limits Morro do Munduba 
(Munduba Hill) and Ponta do Itaipu (Itaipu Point). 
(b) Mar Pequeno. 
(c) Channel of the Port of Santos. 
(d) Piacaguera Channel. 
DOCUMENTS: The following documents, etc., are required to be 
presented to the Authorities upon ship's arrival. 
Port Health Authorities: (Saude dos Portos - SAPORTOS): 
1 Crew List 
1 Free Pratique Certificate from the first Brazilian port of call, if any. 
1 Maritime Declaration of Health (only at the first Brazilian port). 
Derat Certificate. 
1 Vaccination List. 
To Custom House: (Delegalia da Receita Federal - D.R.F.): 
Crew Lists. 
Store Lists (Deck, Engines, Cabin, etc.) 
Lists of Crew's Personal Effects. 
copy of each of the above Lists duly visaed by the Customs House 
of the previous Brazilian port of call, if any. 
copy each Cargo Manifest plus 1 copy of each Bill of Lading 
covering cargo loaded at foreign ports for Santos, duly signed/ 
stamped by the Master. 
1 Customs House Sailing Pass from the last Brazilian port of call (if 
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any). 
3 List (Master's Declaration) covering empty containers to be 
discharged at Santos (if any). 
Maritime Police/Immigration Authorities: (Delegacia da Policia Federal 
— D.P.F.): 
5 Crew Lists 
3 Stowaway Lists, if any. 
All valid Passports/Seamen’s Books to be verified on vessel's arrival. 
Immigration Sailing Pass from the last Brazilian port of call, if any. 
Port Captaincy — (Capitania dos Portos do Estado de Sao Paulo): 
Master must fill out an Arrival Declaration giving all data concerning 
his vessel as well as the number of crew, passengers on board, 
ports of call, cargo loaded at this port, Agents, etc., which will be 
supplied by the Agents on vessel's berthing. 
The following Ship's Certificates must also be presented on vessel's 
berthing: 
Certificate of Registry of the Vessel 
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Cargo Safety Equipment Certificate 
Cargo Radio Safety Certificate 
Cargo Ship Safety Construction Certificate 
International Load Line Certificate 
Derat Certificate 
Port Captaincy Sailing Pass from the last Brazilian 
port of call, if any, must be presented on arrival. 
PASSENGERS: Whenever there are passengers on board, the following 
additional documents are required: 
(a) Passengers in Transit: 
1 Passenger List (Port Health Authorities) 
5 Passenger Lists together with the respective valid passport 
(Immigration) 

3 Passenger Lists (Customs House) 

1 Passenger List duly visaed by the Customs House of the previous 
Brazilian port of call, if any (Customs House). 

(b) Passengers Disembarking: 

5 Passenger Disembarking Lists to the Immigration Authorities 

2 copies of Luggage Declaration duly signed/stamped by Master for 

the Customs. 
The valid passport to be verified on vessel's arrival by Immigration. 

3 copies of Passenger Disembarking Lists for the Customs House. 
NOTE: All items missing from Stores Lists (deck, engine, radio, tools, 

etc.) and found during Customs inspection willl be confiscated. 
APPROACHES: Santos Approach: Santos Approach Fairway is 
marked on Chart No. 1701 of the DHN (Hydrographic Office), displaying 
all necessary information concerning beacons, buoys (buoyage system 
IALA “B"), depths, leading lines. 

As projected depths appearing in Chart No. 1701 are still not available 
in certain sections, vessels shall observe “Notice to Mariners” or call 
the pilot station for actual depth. Mean depth is 12 m. for Section A, 
11.5 m. for Sections B and C and 12 m. for Piacaguera Channel (Section 
D). Along the general cargo quay depth does not exceed 36 ft. at HW 
and may get as low as 32 ft. at LW. (Also see Developments”). 
PILOTAGE: Pilot Station for Santos District is at Avenida Saldanha da 
Gama 64, Santos. Tel: 36-8036. Cables: Praticagem — Santos. VHF 
Stand-by on Channel 16 (24 hours). 

Pilotage is compulsory for all vessels carrying dangerous cargoes, all 
foreign vessels and Brazilian vessels of more than 500 g.r.t., when 
entering the Santos Fairway Area and Santos Port Inner Anchorage. 
Vessels shifting berth, changing anchorage and other special 
manoeuvres must have a Pilot on board. Local pilotage services include 
pilot boats for transporting the Pilots and mooring boats. Pilot boats are 
red and shall fly, exhibit, display, hoist and sound: 

(a) By day the pilot flag, being a red flag with a black letter “P”, 
displayed from the main top mast; 

(b) By night the lights as prescribed by Rule 29 of the Regulations 
for Preventing Collisions at Sea in respect of mechanically propelled 
pilot vessels; 

(c) During fog, mist, heavy rainstorms or any other weather conditions 
which in like manner causes visibility to deteriorate, the fog signal as 
prescribed by Rule 35 of the Regulations for Preventing Collisions at 
Sea in respect of mechanically propelled vessels. 

Incoming Vessels: In order to avoid possible delay ships bound for 

Santos Port should act as follows: at least 2 hours in advance the inward 

vessel is to report by radio-telephony on VHF Channel 16, stating her 

ETA, draft and further information. Berthing instructions available at pilot 

station will be sent immediately after first contact. 

Vessels on Arrival: Arriving vessels awaiting berth may enter within Outer 

Anchorage without pilot assistance, taking care not to cross the buoyed 

channel and keeping clear of leading line “A” (021.5° True bearing) and 

maintaining continuous listening watch on VHF Channel 16. 

Port Pilotage: \n general, Pilots shall be picked up and dropped abreast 

of Palmas Island (near Parallel 24° 00’ 33” S.) about 0.6 miles off. Deep 

draft incoming vessels shall embark Pilot abreast of Ponta Grossa about 

0.9 miles off or as advised by pilot station. When unfavourable weather 

conditions prevail in the Santos Fairway area preventing Pilot boarding, 

vessels shall remain at anchor. In case of emergency, however, vessels 

shall follow the pilot boat as far as conditions allow Pilot to be safely 

picked up. If the Pilot is unable to disembark from an outward bound 

vessel, he shall be landed at the nearest port. 

Requesting a Pilot: According to the Brazilian Pilotage Agreement 

vessels requiring a Pilot shall make an application for a Pilot not less 

than 4 hours in advance by telephone, VHF or any other suitable means 

of communication (provided later confirmation in writing is furnished), 

also indicating the exact time the Pilot is wanted on board. Nevertheless, 

a prompt service can be provided under special arrangement. 

Pilot Ladders: Vessels engaging pilot services shall comply with the 

requirements respecting pilot ladders pursuant to SOLAS Rule 17. 

“H" Flag: Vessels carrying a Pilot on board shall hoist the international 

cone signal ‘H” otherwise they will be subject to a fine by the Harbour 
aster. 

Note to Masters: Pilot shall be supplied with meals when rendering 

services at their respective regular times. The Master shall give the Pilot 

all requested information concerning vessel's condition and 

characteristics and shall, on the completetion of the pilotage service, 

sign the Pilotage Certificate on the form submitted by the Pilot. Masters 

are advised to have the vessel's engines ready to work at their maximum 

output if necessary. 

Dangerous Goods: Ships carrying explosives and other dangerous 

cargoes shall give notice at least 2 hours before arrival and 1 hour before 

departure via cable, telex or VHF to pilot station stating: 

. Name and call-sign. 

. Nationality. 

. Draft and gross tonnage. 

Nature and quantity of dangerous cargo. 

Berth. 

ETAVETD. 

Agent. 
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ANCHORAGE: The following anchorages shall be observed in the Por 
of Santos area as indicated on Chart No. 1701 of DHN (Hydrographic 
Office) and permission to lie at anchor outside these areas shall be 
obtained in case of force majeure through the Harbour Master. Vessels 
are requested to note submarine cables near Anchorages No. 3 and 4 
and ocean outfall near Anchorage No. 4. 

(a) Anchorage No. 1 (Inner): Accessible for 3 vessels up to 180 m, 

LOA and with a maximum draft of 8.23 m. (27 ft.). 

(b) Anchorage No. 2 (Inner): 50 m. off beach, accessible for small 

and pleasure crafts. 

(c) Anchorage No. 3: For warships only. 

(d) Anchorage No. 4: For vessels up to 100 m. LOA and maximum 

draft of 5.79 m. (19 ft.). 

(e) Anchorage No. 5: For vessels up to 180 m. LOA and maximum 

draft of 9.75 m. (32 ft.). 
(f) Anchorage No. 6: For vessels up to 180 m. LOA and maximum 
draft of 9.75 m. (32 ft.). 

(g) Anchorage No. 7: For deep draft vessels. 

Restrictions: Anchoring in Anchorage No. 1 is allowed only for 24 hours, 
but an extension of stay may be obtained from Harbour Master's Office 
in special cases. Due to strong Northwesterly winds, common in this 
area, Masters are advised to have vessel's engines and crew on standby. 

Navigating and anchoring near military fortresses of Itaipu (“Itaipu") 

and Guaruja (“Andradas”’) is prohibited. All craft are requested to keep 
clear of the areas of Morro do Itaipu (Itaipu Hill) and Morro do Munduba 
(Munduba Hill) within a range of 100 m. 
RESTRICTIONS/MAX. SIZE: Vessels drawing 36 ft., but not exceeding 
38 ft., shall only be piloted at H.W. Night manoeuvring in such cases 
are under study; meanwhile maximum draft at night is 34 ft. at HW for 
Sections B and C. (Note: Max. draft at Alemoa No. 2 is 35 ft. 6 in. and 
at Alemoa No. 1 it is 31 ft. 6 in.) 

In the Piacaguera Channel (Section D) vessels shall observe following 
limitations due to same reduced width and basin dimensions according 
to the latest dredging (1984): 

Maximum breadth 
Length overall 
Maximum draft 


33 m. 

228 m. (day), 215 m. (night) 
35 ft. 6 in. (salt water) 
36 ft. (fresh water) 

(a) Berthing at outer side of Cosipa’s re 


Length m. 
Breadth 33 m. 
Draft 36 ft. 
(b) Berthing at inner side of Cosipa's Pier: 
Length 228 m 
Breadth 33 m 
Draft 36 ft. 
(c) Berthing at Ultrafertil’s Pier: 
Length 200 m 
Breadth 33 m. 
Draft 31 ft 


Note: Vessels negotiating the Piacaguera Channel shall employ 2 tugs, 
1 at least to be made fast. But vessels drawing more than 36 ft. shall 
navigate only by daylight assisted by 4 tugs within Saboo/Alemoa area 
and 3 tugs within Alemoa/Cosipa area (only 1 vessel at a time can pass 
through this channel). 
Tidal Information: Mean rise and fall is about 1.5 m.; spring tide stream 
may reach up to 1 knot at the flood and about 1.4 knots at the ebb. 
Exact figures are shown on the tide tables and tidal stream tables for 
the Port of Santos published by the DNH (Hydrographic Office). 
Speed Regulations: The allowed maximum speed in the channel is 
8 knots in order to secure safe navigation. Moored vessels must be 
passed in such a way that no hindrance or inconvenience from suction 
and backwash may be caused. 
HEALTH: Port Health Authorities consisting of 1 doctor and 2 assistants 
will check all vaccination certificates (cholera and yellow fever) and issue 
a Free Pratique Pass, which shall remain on board for presentation at 
subsequent Brazilian ports of call. Masters can obtain Free Pratique by 
radio, which does not mean that the doctor will not come on board, but 
only that other Authorities can board the ship before his arrival. 
Free Pratique by Radio: Master should radio to Agent (in Portuguese) 
as follows: 
Quote: 
Para Saportos Santos 
c/o Agents (Cable Address) 
Navio Bandeira (vessel's flag) (vessel's name) 
Procedente (Last Port of Call) com (number of crew) tripulantes abordo 
stop Condicoes sanitarias abordo satisfatorias na conduzindo nenhuma 
pessoa com doenca infecto contagiosa stop 
Solicito livre pratica 
Comandante (Master's name) Unquote. 
RADIO: Santos Coastal Station, VHF Channel 16. Working 24, 25, 26 
and 27. S.S.B. facilities will be available at a later date. 
VHF: Ship Reporting System: Compulsory system in effect for vessels 
over 20 g.r.t. Call sign: PWS 88. Channels: 16, 11, 12, 13, 14, 68, 69, 
71 and 74. 
Procedure: 
1. Vessels should report: 

(a) On anchoring. 

(b) On leaving an anchorage. 

(c) Abreast of Ilha das Palmas (inward-bound). 

(d) Immediately before leaving berth (outward-bound). 

2. Reports should include: 

(i) Vessel's name. 

(ii) Call sign. 

(iii) Flag. 

(iv) Port of departure (inward-bound). 

Destination (outward-bound). 
(v) Type of vessel. 
(vi) Anchorage or berth (inward-bound). 
Estimated date of arrival at destination (outward-bound). 


(vii) Estimated date of departure (inward-bound). 
Cruising speed (outward-bound). 

Vessels shifting anchorage or berth report vessel's name, call sign, 
and previous and present position. 

3. Reports are to be Portuguese (request assistance in transmission 
trom Pilot, pilot station or Santos (PPS) Channel 16, as necessary). 

4. Vessels unable to contact the Control Post inform the Captaincy 
of the Ports of the State of Sao Paulo stating vessel's name, date, time 
(GMT) and reason for not reporting. 


TUGS: 14 tugs available, equipped with radios (VHF Channels 10, 13 
and 16) horse-power Se from 1,010 h.p. — 2,360 h.p. 2 small tugs 
available, 505 h.p. — 545 h.p. 

The use of 2 tugs or more is compulsory in the Piacaguera Channel 
— see “Approaches”. 

Vessels should dock, preferably against the tide. 

The assistance of at least 2 tugs will be obligatory in the following places: 

Saboo Quay — Points 1, 2 and 3. 

Warehouses 13, 26 and 9, where the pneumatic wheat unloaders are 
located; 

Piacaguera Channel: Cosipa, Alamoa, Ultrafertil and Dow Quimica 
Terminals and Barnabe Island. 

Alemoa Terminal — For vessels of 7,000 to 15,000 d.w.t. a third tug 
boat should be used as pusher. 

Outside the above mentioned areas, when employing tugs, the 
following minimum requisites should be observed: 
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Vessels from 4,001 to 7,000 d.w.t.......... 1 tug up to 1,000 h.p. 

Vessels from 7,001 to 10,000 d.w.t. 2 tugs of up to 1,000 h.p. each. 
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2 tugs more than 1,000 h.p. each. 
Veseas front eu,00l (0 40'0U0 O.Wili wen. : 5 cece aesenas ned yles bs 
2 tugs more than 1,500 h.p. each. 

Vessels over 40,000 d.w.t. ..... 3 tugs more than 1,500 h.p. each. 
Note: Should no tug of the indicated power be available, tugs of 
immediately superior power should be requisitioned. 

Vessels with bow-thrusters may employ 1 tug instead of 2 in certain 
operating areas. (Not those mentioned above). 
Piacaguera Channel: 

Number of Tug Boats 


Ship’s Gross Tonnage Minimum Maximum 
Up to 4,000 Optional 
From 4,001 to 10,000 2 large 2 large 
From 10,001 to 15,000 2 large 3 large 
From 15,001 to 30,000 3 large 3 large 
From 30,001 upwards 3 large 4 large 


Until such time as a fresh dredging is carried out at the turning basin 
at Alemoa, in the passage or ships drawing over 34 ft., destined to or 
proceeding from Cosipa, 1 tug should be standing by in order to push, 
if necessary, vessels operating at Piers No. 1 and 2. 


BERTHING: Berthing quays have 435 bollards with an average distance 
of 25 m. between them. 

Port Administration: Linear quays 9,562 m. Dolphin berths and jetties: 
1,918 m. 

Private Berths: 1,386 m. 


Length Depth 
(m.) (m.) 
Continuous Quay: 
Single Use: 
General Cargo —ocean-going vessels 4,193 7-13 
General Cargo — Coastal vessels 246 7 
Bulk Solids 990 8-11 
Bulk Liquids 631 10 
Double Use: 
Bulk Solids and Liquids 200 10 
Bulk Solids and General Cargo 2,267 7-13 
General Cargo and Passengers 373 11 
Diversified Use: 
Maritime Department 363 5-8 
Lighters and small craft 159 
Terminals: 
Port Administration: 
Bulk Solids — Conceicaozinha 567 13.5 
Bulk Liquids — Alemoa 841 7-12 
Containers 510 13.5 
Private: 
Bulk Solids — Cosipa 300 12 
Bulk Solids — Ultrafertil 294 10 
Bulk Liquids — Dow Quimica 253 10 
Bulk Orange Juice — Cutrale 286 9 
Bulk Solids — Cargill 250 13 


Wharves: Total length 6,013 m. Inner Harbour (Saboo New Quay) 
800 m. (depth 11 m.). Barnabe Island Pier 300 m. (depth 10 m.). 
Special Cargo Handling Facilities — Refrigerated Cargo: Refrigerated 
Cargo after discharge is deposited in the cold storage with capacity of 
4,000 tons. The Receiver is usually responsible for cartage and storage 
arrangements as well as for the required temperature to be maintained 
in cold chambers. 

Bulk Cargo — Grain Elevators: There are 3 elevators in Santos from 
which wheat can be discharged direct into freight cars, owned by: Cia. 
Docas (with external silos) between Sheds 25 and 26; Moinho Paulista 


between Sheds 12A and 13; Moinho Santista between Sheds 8 and 9. 


Cosipa Terminal, depth 12 m.; Ultrafertil Terminal, depth 10 m. 
Fertiliser, Sulphur, etc, in Bulk: Can be discharged at any point along 
the quay where 6 ton cranes equipped with automatic motor-driven grabs 
or shovels are in operation. Alternatively, cranes with ordinary hand- 
filled buckets are used. The usual place for handling this type of cargo 
Is by the Saboo Bend. 
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Silos: Cargo No. Capacity (tons) 
Cereals 1 30,000 
Soya/Maize 2 80,000 
Salt 3 103,000 
Fertiliser 180,000 
Pelletised Veg. Products 7 125,000 


Special/Valuable Cargo: Special or valuable Gare, objects of art, 
precious metals, etc., are discharged without special formalities and may 
be kept in Shed 12A, where there is a special safe. 

CONTAINER HANDLING FACILITIES: 

Container Terminal: On left bank of Santos Estuary, opened September 
1981, with the following characteristics; 510 m. long wharf, depth 13 m., 
equipped with 5 portainers with the following main characteristics: 

Hoist capacity below spreader: 35 ft 

Rate (40 ft. containers): 20 containers per hour. 

Size of containers to be handled (ISO): 20 ft., 30 ft. and 40 ft. 

Handling capacity 140,000 per year. 

2 transtainers on tyres for 30.5 tons, 2 transtainers on rails for 35 tons, 
and 937.5 ton forklifts. 

BULK HANDLING FACILITIES: The Ultrafertil Terminal is situated East 
of the Cosipa Terminal and both make use of the same manoeuvring 
basin with depth of 10 m., connected with the Port of Santos by a 
dredged channel 8 km. long, 10 m. in depth and 60 m. in width. 
Cosipa Terminal: Consists of a pier 150 m. in length and 22 m. in width, 
built on concrete tubing, with a depth of 10 m., allowing for the berthing 
of vessels of up to 22,000 d.w.t. Future plans foresee the lengthening 
of the pier to 250 m. and a depth of 13 m., enabling it to receive vessels 
of 45,000 d.w.t. 

Equipment for the discharge of coal and ore is installed at the pier, 
capable of handling 600 t.p.h., as well as equipment for the loading of 
steel plates produced at the plant. 

Ultrafertil Terminal: An open dock in the form of an “L” built on concrete 
tubing, 240 m. in length and 15 m. in width. At its main point, vessels 
of 23,000 d.w.t. and drawing 10m. may berth. The secondary point 
permits the berthing of vessels of up to 3,000 d.w.t. (liquid gas carriers). 

The terminal is especially equipped for the discharge of bulk solids at 
a rate of 500 t.p.h. and is likewise equipped with pumps and adequate 
pipes for the discharge of liquified gas. 

Macuco Novo Quay: Export terminal for cereals. Length 280m. 
Max. draft for vessels is 13 m. Storage capacity 60,000 tons. Loading 
rate 3,000 t.p.h. 
Conveyor Belts: 

(a) 2 conveyor belts for salt, in front Warehouse No. 23, receiving 
product from the ship by means of grabs and transporting it to the mill 
of SALMAC S/A with capacity for 500 t.p.h. 

(b) 8 conveyor belts for fertilisers at Conceicaozinha Island with 
variable capacity from 500 to 2,000 t.p.h., depending on the product. 
Pellets: Length of quay 280m., depth 13m. with 3 warehouses, 
capacity 80,000 tonnes. Connected by belts and _ loaders, 
capacity 2 x 1,500t.p.h. each, with automatic weighing machines. 
2 hoppers with capacity of 500t.p.h. and 800t.p.h. each, permit 
simultaneous receival from wagons and trucks. 

Pellets and Fertilisers: Stretch of quay from Warehouse 17 to 
Warehouse 20. 5 loaders ( 4 x 600t.p.h. and 1 x 150 t.p.h.). Stocks 
held in Warehouses 19 and 20, and Warehouses V, VI, X, XV and XXiIll. 
Salt: Stretch of quay in front of Warehouses 22 and 23. Electric cranes 
and belts provide capacity of 600t.p.h. Stocks discharged to 
Warehouses XII and XVII, and a special wooden warehouse. 
Grain: 3 terminals with unloaders and conveyor belts. 
(i) 3 unloaders ( 2x 150t.p.h. and 1 x 60t.p.h.) between 
Warehouses 12-A and 13. Discharge to Paulista Mill. 
(ii) 3 unloaders (2x150t.p.h. and 1%X120t.p.h.) in front of 
Warehouse 26. Discharge to Codesp's silo. 

Silo capacities: Codesp — 30,000 tonnes, Santista — 34,800 tonnes, 
Paulista — 20,000 tonnes. 

Fertilisers: A quay, at Conceicaozinha, length 567 m. with 2 piers. Each 
pier is 283.5 m. long with a depth 13.5 m. minimum tide. Warehouse 
capacity 180,000 tonnes. 12 electric portico cranes, with grabs, and 
conveyor belts (7,000 m. and 300 t.p.h.). 

Coal: At Saboo, capacity 50,000 tonnes, serviced by electric cranes, 
grabs and conveyor belts. Rate 1,000 t.p.h. 

Roll-on/Roll-off: 6 Ro/Ro berths in operation. For vessels with straight 
ramps — at Saboo Quay (Warehouse 29) and Conceicaozinha. 

For vessels with angled/side ramps — at Saboo Quay (Warehouse 35). 
Frozen Fruit Juice/Pellets: Terminal da Sucocitrico Cutrale S.A., used 
for the shipment of frozen fruit juice and “pellets” in general, which 
entered into operation in 1985: 

Depth of water: 13.3 m. 

Length of quay: 195 m. 

Length of quay including two dolphins: 257 m. 

Length of quay, from axis to each dolphin: 250 m. 

2 warehouses with capacity of 50,000 tons each, 

for storage of “pellets” 

1 shiploader with a capacity of 1,000 t.p.h. 

16 tanks for storage of concentrated juce with 

capacity of 11,000 tons each 

Installation for loading juice on to vessels at rate of 500 t.p.h. 
CRANES: Heavy Lifts: Cia Docas operates 2 floating cranes — 1x 100 
ton, and 1x 150 ton. The 150 ton crane reaches 22 m. in height and can 
handle lifts within a radius of 10 m. 


Type No. Capacity 
Cranes 
Electric portico 179 1.5 to 30.0 tonnes 
On tyres 30 4.5 to 250.0 tonnes 
On belts 2 6.5 to 11.0 tonnes 
Conveyors/Piling up of 
containers 2 30.0 tonnes 
Portainers 5 20 units/hr. — 35 tonnes 
Transtainer 2 20 units/hr — 35 tonnes. 
Transtainers on tyres 2 30.5 tonnes 
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EQUIPMENT: 
Forklifts 
Common 167 3.0 to 23.6 tonnes 
For rolls of paper 20 1.8 to 2.0 tonnes 
For containers 15 30 — 37.0 tonnes 
For inside containers 34 2.0 — 3.0 tonnes 
Floating cranes 2 150 and 250 tonnes 
Water barges 2 30 and 450 tonnes 


STEVEDORES: All longshoremen are in employ of Cia. Docas, which 
holds charter for general operations at Santos Docks. Their services 
can be requisitioned up to 1500 hrs. for vessels at berth/expected to 
berth next day. Stevedores ordered but not used shall be paid full day 
or night. Therefore, if the men should be kept standing by (inactive) at 
0700 hrs., their period runs up to 1700 hrs., and at 1900 hrs., their period 
runs up to 0400 hrs. 

Working Hours: 0700 — 1300, 1300 — 1900 and 1900 — 0400. 

Overtime: Sundays, holidays and meal hours. 
Port Workers: \n Brazilian ports there are 2 categories of workers 


engaged in handling cargoes in beara. and/or unloading ships, namely: 


Longshoreman: In the employ of Dock Company, to work ashore 
operating the cargo from the ship’s tackles to the warehouse or to 
wagons, lorries, etc. as well as in the reverse operation. 

Stevedores: They are called “autonomous” because they have no ties 
of fixed employment and they are engaged by Shipowners or their 
Agents to work on board the ships in loading and/or unloading 
operations. They are professional and qualified workers grouped in their 
respective syndicates or trade union. 

MEDICAL: Hospitals and Nursing Homes available. 


ia Discharge terminals at Saboo Quay, Alemoa and liha 
arnabe. 

Alemoa Terminal: Allows simultaneous mooring of 2 tankers with 
capacity of up to 60,000 d.w.t. (80,000 tons displacement). Length of 
wharf 630 m. Depth of 12 m. at LW. Sixteen “Chicksan” arms available. 
Unloading rate 500 — 2,000 t.p.h. Distance between manifolds 180 — 
260 in. Connections 6 in. and 8 in. 

Report: May 1983 — Refrigerated LPG discharge is carried out through 
hydraulic arms, 1x16 in. diameter for liquid and 1x10 in. diameter for 
vapour. Pipeline length 1,000 m. 

Also see “Shipmaster’s Report” — dated September 1981. 
liha do Barnabe: Length of dock 301 m., depth 10 m. The dock is used 
for loading, unloading and storage of liquid fuel. 

Saboo Quay: Connections — 6 in., 8 in. and 12 in. 


FRESH WATER: Adequate supply of fresh water is always available 
from hydrants (rate 40 t.p.h. — connections 7 threads per inch in 2 in. 
and 1.5in.) along the quay (day and night) or from water-barges 
(440 tons). Water barges (3) cannot supply more than 2 ships per day, 
their capacity — only 250 tons, which can be pumped into the ship’s 
tanks at the rate of 80 t.p.h. Cia. Docas should be advised 24 hours in 
advance, priority being given to passenger vessels. 

FUEL: MFO, MDF, and gas oil can be supplied at Vallongo by Shed 
No. 1 or at the Saboo New Quay Extension, or by barge, if up to 
300 tons. Applications for supplies should be made a few days in 
advance to avoid delay in delivery. 

CONSULS: The following countries are represented in Santos: 


Argentina France Panama 
Belgium Germany Paraguay 
Bolivia Greece Portugal 
Chile Italy Sweden 
Denmark Netherlands U.K. 

El Salvador Norway Uruguay 
Finland 


REPAIRS/DRY DOCKS: 

Shipyards: Santos Dock Company, Wilson Sons S/A, and various others 
for small size craft. 

Repair Shops: Santos Dock Company, Wilson Sons S/A and various 
others for maintenance services and marine repairs such as: 
mechanical, boiler, electrical, electronic and refrigeration. 

Drydocks: Wilson Sons S/A. With capacity for vessels of 65 m. in length, 


12 m. breadth and maximum drafts of 4.20 m. aft and 3.90 m. forward. 


Slipways: Santos Dock Company, with two cradles and capacity up to 
300 tons with a maximum of 45 m. in length and 11 m. breadth; there 
also exist innumerous slipways for small size craft. 


Many other repair shops and slipways of lesser capacity are available. 


All the main engine manufacturers (B & W, MAN, Sulzer, Mak, 
amongst others) have service representatives in Santos and many major 
repairs, including re-engining of ships, have been effected in this port. 
Metalock do Brasil, S.A.: General voyage repairs, including all usual 
mechanical services, machining, foundry, engine repairs and electrical 
services. 

Also specialised Metalock repairs, crank shaft in situ machining and 
chocking of engines and machinery. 

SURVEYORS: Practically all the Classification Societies are 
represented in Santos. Hold and derrick inspections as well as cargo 
surveys, are executed expertly, among others, by Perimar Ltd. a 
surveying firm which also performs testing, sampling and technical 
research. Its address is: Rua Amador Bueno, No. 38, conj. 91, 9th Floor, 
P.O.B. 624, 11.100 Santos. Tel: 35.2677. Telex 013-1213. Cables: 
Perima Santos. 

P &1! Clubs: Most associations, British, Scandinavian, Polish, Japanese 
and Greek are represented by Pandibra Ltda. at the following address: 
Rua XV de Novembro 65, 8th Floor, P.O.B. 550, 11013 Santos. 
Telephone Exchange No: 34.7228. Telex: 013-1248. Cables: Pandibra 
Santos. Also Proinde Ltd., Rua Visconde Do Rio Branco 2, 11013 
Santos. Tel: 33.1230. 

WATCHMEN: It is compulsory to have 1 shore watchman at the 
ge way. 3 additional deck watchmen are recommended. 

IRACY: Cases of piracy (Master held at knife point) are becoming 
common, especially at Alemoa Terminal. Also cases of armed pirates 
boarding have occurred. 
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OPENING/CLOSING HATCHES: May be performed by ship’s crew or 
by stevedores. 

AIRPORT: Situated at Sao Paulo, about 60 km. from Santos. Full 
international services. 

TIME: GMT minus 3 hours. 

HOLIDAYS: No work is accepted on the following days: Christmas Day; 
New Year's Day; Independence Day; Proclamation of the Republic Day; 
Easter; Good Friday; May 1st. 

On Christmas Day, no work available except on passengers’ luggage. 
Working overtime on holidays is possible provided application is made 
not later than 1500 hrs. on the preceding day. On Sundays work stops 
at 1900 hrs. for freighters, and is allowed to continue for passenger 
vessels when only handling luggage. 

Local Holidays: January 26th (City Anniversary) and September 8th 
(City’s Patron Saint) and Corpus Christi. 
POLICE/AMBULANCE/FIRE: Emergency Tel: 2170. Police 
(Warehouses 1-7), Tel: 31.5544. Police (Warehouses 8-28), 
Tel: 32.5497. Police (Warehouses 29-43), Tel: 36.9979. 
TELEPHONES: Every vessel berthing between Sheds 1 to 39 will have 
a telephone on board, available only for local calls. 

IDENTITY CARDS: |.D. cards not required. 

GENERAL: Flags to be shown by incoming/outgoing vessels: 

(a) National flag. (6) Brazilian flag. (c) Yellow flag — “Q" (whenever 
doctor's clearance is required and up to obtainment). (d) Customs flag 
(blue with a white star — to be flown 24 hours a day, after clearance is 
granted.) 

The following circular letter was handed to a Master by his Agent 


(May 1980). 
7 Re.: PORT REGULATIONS 

We kindly request your attention to the following regulations in force 
at this port, to which you should strictly adhere, otherwise, it will result 
to heavy fines being imposed by the local Port Captaincy: 

1. (a) Gala Flag: The gala flag is obligatory on the following dates, 
considered as official national holidays: 

September 7th (Independence Day) 

November 15th (Proclamation of the Republic) 
(b) Half Gala Flag: The half gala flag must be used on the 
following dates: 

January ist (New Year's Day) 

April 21st (Tiradentes’ Day) 

May 1st (Labour Day) 

December 25th (Christmas Day) 
(c) Mourning Flag: On November 2nd (All Saints Day), the vessel 
should dress the flag in mourning. 

The regulations mentioned above should be followed whenever 
the dates are coincident. 

2. Brazilian Flag: The Brazilian flag is to be hoisted by the vessels 
in port, daily at sunrise and accordingly lowered at sunset. It must 
be hoisted in the correct position and must be double-faced, i.e., 
not printed and not painted on one side only. The two sides of 
the flag must be absolutely identical. 

3. Pilot Flag: The moment that a Pilot boards the vessel, his 
indicative flag must be hoisted immediately and should only be 
lowered at the time he leaves the vessel. The local Port Captaincy 
is imposing heavy fines on infringers. 

4. Pilot Rope: Whenever the use of this equipment becomes 
necessary, same should be immediately removed as soon as the 
Pilot leaves the vessel, otherwise, the Port Captaincy will impose 
heavy fines. 

5. Gangway: All vessels should arrange a net to be placed under 
the gangway in order to prevent accidents. Violators may be fined 
according to the Brazilian law, in the event a worker or a crew 
member falls from the gangway, for not having placed the said 
net as required. 

6. Bulbous Bow: \|n accordance with the port regulations, during 
night time, from 1800 hrs. to 0600 hrs., a light should be placed 
at the bulbous bow, otherwise, the Port Captaincy will heavily fine 
the vessel. 

7. Refuse/Garbage: 

(a) Vessels when berthed alongside the quay or at anchor in 
the areas foreseen in the “Norms for Traffic and Permanency at 
Ports” must not leave hanging from the sides of the vessel 
containers or any other type of recipient for collecting refuse or 
garbage. 

(b) Refuse/garbage originating from aboard the vessel during 
the ship's stay in port must be placed in containers or in drums 
or in any other type of collecting recipient, which must be kept 
with a lid or cover, on deck, until the time they are withdrawn from 
the ship. 

(c) The vessel not bei 
the deck must be clean a’ 
stowed or lashed. 

(d) Refuse/garbage of any nature, specially in the case of 
solids which float, resulting from loading or unloading operations, 
must be discharged before the ship sails. 

(e) In order that the regulation in item (d) may be controlled, 
Masters of vessels should enter or record in their logbooks, item 
26, the following: 

(i) Dumping of oil or refuse/garbage into the sea, date, hour, 
position, distance from the coast or island/s where same 
occured, kind of polluting substance dumped, approximate 
quantity dumped and reason why the material was not 
transferred to shore; and 

(ii) Register the transfer to terminals, barges alongside or 
lorries, with details of tugs, destination and approximate 
quantity which was transferred. 

(f) Refuse/garbage which are not polluting, as well as the 
results of the cleaning of reservoirs used for by-products of 
petroleum and holds where chemical products were used, must 
not be dumped into the sea. 


in operation (loading or discharge), 
all dunnage wood should be properly 


The above-mentioned regulations should be observed and seriously 
noted, since the Port Captaincy keeps day and night watch on the sea 
and shore, photographs are taken as evidence, and heavy fines are 
imposed, reasons why we are asking for your kind co-operation. 
Observation: |n addition to regulations cited above, the Brazilian flag, 
as well as the flags signifying the “Call Sign” of the vessel — properly 
and correctly hoisted — must be flown on the arrival/entrance of the ship. 


PORT CIRCULAR: (See “Shipmaster’s Report’ dated July 1983.) 
1 — Watch the Ship and the Cargo 

It is the duty of every ship's Master to look after the cargo and take 
the precautionary steps to ensure the full safety of the ship. The 
controlling of access to the vessel, as well as the activities performed 
on board should be exercised also by members of the crew under risk 
of infraction of article 141 of the RTM (Maritime Traffic Regulations), 
sections vii and ix. 
2 — Illuminate the Ship and its Sides 

Bad visibility makes difficult the controlling actions thus giving 
favourable chance to illicit activities. Keep your ship illuminated, 
particularly the side on the sea side all along the ship's length. 
3 — Establish Communications for External Support 

The Port Authorities maintain a permanent service for fighting 
criminality. Install, whenever possible, a telephone line within easy reach 
to the ship's watchman or ship's officer on duty. Ask for assistance over 
telephones 33-3238 and 33-3239 of the Federal Police Guard on duty. 

Remember that the Santos Radio Station is permanently listening on 
Channel 16 (VHF) and it can also pass on your request for assistance. 
4-— Control the Access Leading to the Accommodation 

The cabins and other habitable compartments should be kept locked 
whenever their occupants are absent. Endeavour to also maintain locked 
the passage ways to the inner areas thus guaranteeing the entry and 
exit control of persons by the gangway watchman. 
5 — Maintain the Portholes Closed 

Open portholes may give easy access to undesirables. 

Close the portholes with the clamps properly secured whenever 
leaving the cabin or any other habitable compartment. 
6 — Do not Leave Valuable Objects Exposed 

Valuable objects exposed invite robbery or “opportunity”. Keep your 
valuable objects, money and jewellery, in a locked and safe place. 
7 — Maintain the Ladders Raised 

At the Inner Anchorage or at the Bar, make difficult the access to 
strangers by maintaining the accommodation and jacob’s ladders raised. 

In port leave only the accommodation ladder lowered. 
8 — In case of Assault Set in Motion the Alarms 

In cases of threat of assault, do not hesitate in setting in motion the 
ship's alarm signals. This measure, in addition to warning the ship's 
crew members will discourage the infractor in the felonious practice. 
9 — Maintain the Contracted Watchman Under Control of the Ship's 
Officer on Duty 

Demand a good service from the watchman. Make him identify every 
person entering or leaving the ship. Facilitate his task by recommending 
the ship's crew to cooperate in the controlling. 

Do not permit the watchman to abandon the gangway, unless he is 
substituted by another watchman or crew member. 
10 — Advise the Ship's Agent Regarding any Occurrence Relative to 
Pilferage, Robbery or Assault 

Besides the measures taken for immediate support, the occurrences 
relative to robbery or assault both in respect to the cargo as well as to 
valuables and objects belonging to the ship or members of the crew 
should be reported to the ship’s agents for divulgement to the competent 
authorities. The authorities will use such information in order to guide 
themselves in regard to the adoption of other steps which may contribute 
to guarantee the safety of the ship and crew. 


SERVICES: Pollution control and tank cleaning services available. 


REGULATIONS: Should vessel use any type of small craft for 
embarking or disembarking, the landing on shore should take place 
within a Customs area. 

Vessels at anchor may not lower their accommodation ladder and 
vessels alongside may not lower the offshore gangway. 

Whilst in port, at anchor or berthed alongside the quay, vessels should 
collect garbage in adequate containers fitted with covers whilst those 
lying in open spaces should be kept with their covers on. 

Drainage of holds or tanks containing chemical products, oils or 
polluting substances which may affect the flora and fauna, is prohibited. 

Painting and treatment of ship's sides and decks is authorised, the 
lowering of planks and craft for this purpose being permitted 
independently of licence from the Port Captaincy. 


DEVELOPMENTS: Dredging operations being carried out in order that 

vessels up to 45,000 tons with a draft of 12.3 m. can come into the port 

and go alongside Conceicaozinha. As a second phase, this dredging 

will be extended to the estuary to attain a depth of about 14 m. From 

pe poamy up to the Cosipa Channel, the dredging should reach a depth 
m. 


For the prolongation of the Macuco Quay, a depth of about 13 m. is 
contemplated. A section of another 375 m. with a depth of 11 m. and 
ag of 230 m. with a depth of 13 m. will be made in an extension of 

m. 


The following development goals are for the medium and long term: 
ier from the Valongo Quay to Paqueta 1 and dredging to 
Om. 


Enlargement of the Container Terminal (510 m.) by 310 m. Container 
forklift of 37 tons on order. 

Construction of a Terminal destined for Roll-on/Roll-off operations. 

Pneumatic Discharger of 300 t.p.h. to be acquired for Warehouse 26. 
Crane of 32 tons — 40 tons capacity to be acquired for handling 
Containers and heavy goods at Warehouse 37. 


BRAZIL 


SHIPMASTER’S REPORT: July 1980. 

Officers and crew should be very alert with regard to stealing. It is not 
uncommon for armed robbery to take place at the anchorage. Cargo 
has at times been stolen from containers. Also crew's effects have been 
stolen and on occasions the Master's safe has been robbed. 

Prior to departure, an inspection is made by the officer from the 
Harbour Master's Office. He will check the lashings of the deck cargo, 
the cleanliness of the deck and will ensure that the decks are clean with 
no garbage in bags, containers or cartons as it is feared that once the 
vessel is at sea the garbage will be dumped. There is a good garbage 
collection service in the port. 


SHIPMASTER’S REPORT: September 1981. 
General: The Port Limits are a line from Ponta Itaipu in the West to 
Ponta Munduba in the East. 

In terms of trade the largest port in South America and the principal 
port of Brazil handling most of the Coffee exports. Situated on the 
confluence of several small rivers which have been canalised. The total 
length, including the extension of Canal de Piacaguera to the industrial 
complex at its Northern end, is 10 miles. 

General cargo wharves are continuous on the S.W. side for 5.5 miles. 
New container and dry bulk berths on N.E. side with recently completed 
rail link from Barnabe Island. 

Petroleum berths at Barnabe Island 5.5 miles from the port entrance 
on N.E. side and at Alemoa on South bank 7 miles from entrance. 

Brazilian Charts of Santos seem to be very difficult to obtain, after 
trying in Santos itself and Rio. B.A. 19 refers. 

Arrival: Vessels up to 32 ft. can leave/arrive 24 hours a day any time. 
Over 32 ft. depends on tide. Generally arrive and berth 2 hours before 
HW. 

Standard Quarantine message to be cabled through Agent 24 hours 

beforehand. 
Anchorage: Outer: The genera! area is to East and West of Channel. 
The various designated areas on B.A. 19 seem to have little relevance 
and vessel's position depends on draft. The closer in, the more the 
ground swell is apparent. Large vessels seem to favour 1.5 miles South 
of Ponta Grossa, with plenty of cable. 

Inner: Various river anchorages are used, all fairly to very full and 
require engines to keep clear of other vessels when swinging to tide. 
One anchor. Tugs used to swing vessel on heaving up. 

Approach: The coast being hilly with cliffs provides good positions. 
Bottom is gently shelving to 50 ft. at Outer Buoy, 4.5 miles from port 
entrance. 

Large ground swells are often encountered. 

Pilot: Pilot joins and leaves from dull red cutter between Buoys No. 7 
and 8, about 1.75 miles from Pt. Fortaleza the port entrance. He will not 
come outside as indicated on B.A. 19. Reasonable sf tat spoken. 
About 1.5 hours from No. 7 Buoy (Pilot) to Alemoa Berths. Drafts quoted 
in feet and inches. 

For night-time sailing/arrival Pilot must be ordered before 1730 hrs. 

to move up to 0700 hrs. next morning. 
Channel: From No. 1 Buoy to No. 7 Buoy dredged to 48 ft. No. 1 to 
No. 6. Buoy sufficient water outside channel for all vessels liable to use 
port. 
No. 6 Buoy inwards max. draft 36 ft. 6 in. to Industrial Complex at 
North end of Canal de Piacaguera. Not all berths of this depth. 

Buoyage South of No. 7 to No. 1 very liable to shift position and have 
lights extinguished. Not to be relied on at all. 

In Southerly winds the ground swell is very large and in deep draft 
vessels can make steering very difficult. 

We entered at 34 ft., 2 hours before HW and to negotiate the channel 
to No. 8 Buoy was a bit difficult. 

VHF: Pilot: Call “Santos Pilot”, Channel 16. Works 10 and 11. 

Bunkers: Call “Estrela”, Channel 12. 

Repairs: Work Channel 6. 

Public Correspondence: “Santos Radio", call Channel 16, works 

Channels 25, 26 and 27. Local and international calls. Good and efficient. 
English good. 
Tugs: 15 ship-handling tugs in port, with power from 505 — 2,236 h.p. 
Large vessels generally have 4. Two ships lines used. Most vessels 
proceeding above Itapema Point, at new container berth take tugs 1 
ahead and astern 2 alongside. Down river tugs depart at Itapema Point. 
Berth — Alemoa: Alemoa Berths about 7.5 miles from sea on South bank 
comprise 2 concrete pile jetties at end of pier. The berths are owned by 
the Port Authority and leased to ‘Petrobras’ the state oil company for 
product and LPG transfers. 

Length of vessel depends on Turning Basin just off berths. Max. length 
is 300 m. 

Max. draft is 34 ft. Although at LW there is only about 32 ft. alongside 
berth face. Very soft mud. 

Large vessels berth portside to. Small coastwise vessels berth either 
way. Both berths capable of same product range. 

Density 1011 to 1015. 

Moorings — Alemoa: 3,3,2 each end. There is a small mooring launch 
which takes one line at a time. 

Fenders: 3 large timber faced flat fenders on rubber shock absorbers. 
Gangway: Difficult to land accommodation ladder. We used B.O.T. type 
which was very steep at completion, to after dolphin. 

Lines — Alemoa: Each berth has 2 refrigerated Chicksans, at the Western 
end, one vapour 10 in. and one liquid 12 in. (Western most), both 150 
ASA couplings. Unfortunately both sets have severe leaks on all joints. 

After trying liquid arms at both Berth Nos. 1 and 2 we ended up by 
using our low discharge pipe with both our flexible hoses plus 2 shore 
hoses giving approximately 24m. length from ship side rail. The 
connection on shore main line (16 in.) to Chicksan was uncoupled and 
flexible hoses with reducer coupled up to main line. 

The Terminal say they are now going to construct a ‘Tee’ piece in line 
below Chicksan to by-pass same and take flexible hoses. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


At the Eastern end of both berths are liquid and vapour Butadiene 
Chicksans (8 in. and 6 in. respectively). These will be converted for 
‘VCM' use next year (1982). 

There are 2 sets of pressure/semi-refrigerated LPG Chicksans (liquid 
12 in. and 10in., vapour 10 in. and 8 in.) situated between Butadiene 
and refrigerated Chicksans. 

Plus 4 ‘AVGAS' Chicksans on each berth. 

Max. air draft of LPG Chicksans is 20 m. HW. 

Discharge: Varies greatly from 100 t.p.h. to 600 t.p.h. depending on 
shore tank pressures. VRL always coupled to ship. 

Terminal say fastest discharge has been 1,200 cm. per hour on 
butane. We were only second refrigerated ship with import cargo to berth 
at jetty. 

Shore tank pressure problems seem to occur frequently and the VRL 
is often required for return to ship. 

Two points to watch are incompatible product being returned and liquid 
in vapour line arm which occurs when liquid/vapour cross-over valve on 
quay does not seat properly. This is a small auto valve about 5 m. 
inboard of Chicksan arms and should be checked before shore require 
VRL used. 

Reasonable co-operation, if the Manager or Assistant Manager can 
be contacted they are very helpful. 

On completion the terminal will blow hot vapour back. 

General: Fresh Water: From meter on jetty — both piers. Port Authority 
connect/disconnect and arrange in advance. About 10 tonnes per hour 
at £1.50 per tonne (9/81). 

Bunkers: By barge both heavy and diesel. Barges maximum capacity 
about 500 tonnes, pump at 150 t.p.h. Prices very competitive (9/81). 
Repairs: Several repair firms in area covering most types of work. We 
used ‘Metalock’ for motors and pipework. Collected and returned by 
launch. Very quick and competitive service. 

Lub. Oils: All obtainable but only by drums from barges at Alemoa. On 
dry cargo/non inflammable berths large quantities can be pumped from 
tank truck. 

All international oil companies have to use ‘Petrobras’. 

Transport: Agent advises from Alemoa use mini-bus at night due to 
‘muggings’, etc. We used a bus to town and everyone used their own 
taxi back. 

Mini-bus 8 seater, £5.50 per trip. 

Agent: All tankers have to use Petrobras 
(cable ‘Doralice’). Seemed very efficient a 
and helpful. 

Communications: Telex: International. 

Phone: S.T.D. (and works) very clear to U.K. 

Cables: Rio de Janeiro Radio, “PPR” — efficient. 

Brazilian Flag: Very particular. Must be lowered at sunset and hoisted 
again at sunrise and be in good condition. 

Pollution/Garbage: Very strict. Garbage drums to be inboard with lids 
on them. Nothing to go overboard. Collection service available. 
Holidays: Difficult to get services on weekends and public holidays, so 
arrange well in advance. 

Formalities: Shore Passes: Some form of identification is required when 
going ashore. For this purpose an Official Brazilian Shore Pass is 
obtainable which should have crew members photo and particulars on 
it. 


ent — ‘L. Figeiredo’ S.A. 
was extremely attentive 


Personnel stopped by police and showing this pass seem to be in 
better position than those having no pass or foreign |.D. Card. 

Forms: Have large quantity of following ready: Crew Lists, Personal 
Declaration, Store List, Ship Information, Bond List, Vaccination, 
Personnel for Repatriation and Effects. Sight Ships Certificates. 

mr es no difficulties as long as everything ready. Bond will be 
visited. 

Repatriation: Through Sao Paulo Airport — a 2 hour drive from Santos. 

ustoms have to check baggage on ship or baggage has to be landed 
before departure with full list of electronic equipment (Radios, etc. and 
cameras). 

Agent requires details of flight and passport numbers 3 days prior to 
departure. 

ALEMOA LPG STORAGE PLANT — SANTOS, BRAZIL 
General: The plant was opened in 1979. 

Basic design is by Technigaz of France and construction by a Brazilian 
company. Most of the equipment is of U.S. design made in Brazil under 
licence. This causes problems over maintenance and spares. 

The plant is a ce goa terminal drawing LPG from refineries in the 
South of the country and from around Sao Paulo and re-shipping it to 
localities up and down the coast. 

Every so often there is a requirement for import feedstock, about 
10,000 tonnes every 2 months to boost local supplies. 

LPG can be pumped under pressure to Sao Paulo. 

Tanks: 4x 10,000 tonnes nominal capacity refrigerated LPG tanks with 
polystyrene insulation built by Chicago Bridge and Iron Co. in 1978. 

2 for Butane and 2 for Propane. 

2 pressure spheres of 2,500 tonnes nominal capacity. 

4 semi-refrigerated spheres of 3,000 tonnes nominal capacity. These 
will be converted for use to V.C.M. in 1982 a fact which considerably 
worries the maintenance staff. 

Plant: Each refrigerated tank has own Boil Off unit — total 4. 

2 Flash Gas Units can be connected to any tank to back up Boil Off 
units. 

3 units convert pressure LPG from spheres to fully refrigerated LPG 
each with an output of 80 t.p.h. of condensate. 

The refrigerant used on all units is Propylene which is quite successful. 
Freon R22 used to be used but considerable losses were being 
experienced plus it was more expensive. 

All units work on the cascade principle. The sea water cooling being 
derived from a pump house on the pier. 2 electric pumps backed up by 
2 diesel driven pumps all designed by Worthington. 

All compressors are of the piston type designed by Ingersoll Rand 
U.S.A. and constructed in Brazil under licence. 

Heaters, etc.: For transfer of refrigerated LPG to pressure spheres, 3 sea 
water heaters are employed. 
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Two dessicant drying towers are employed from spheres to 
refrigerated storage. 

For refrigerated LPG transfer 8 Worthington deepwell pumps of 
300 cu.m.p.h. are available. 

All anti-freeze used in the plant is alcohol derived from sugar cane 
which Brazil has pioneered for use in car engines. 


SHIPMASTER’S REPORT: July 1983 (Updated 1988). 

Documents: As per “Guide to Port Entry”. 

Pilotage: Compulsory, Pilot usually boards at No. 3 Buoy, but boarded 
this vessel at No. 9. One hour's notice required, given through Agent. 
Anchorages: As given on Chart, depths 10 m. — 13 m. To avoid pirates, 
anchor about 1 mile S.E. of Sea Buoy. 

Restrictions: Berthing possible 24 hours a day, at any stage of tide. 
ae Size: Deepest draft with which vessels can safely enter port is 
36 ft. 

Health: Notice required by Quarantine is arranged by Agent. 

Radio: Santos Pilots, telephone numbers 104 and 312988. 

VHF: Pilots on Channels 16 and 11, Port Control on Channel 16. 
Tugs: Available. 

Berthing: Vessels berthed at Warehouse No. 37, Berth No. 2, 6 miles 
sable entrance to port. Berthing possible 24 hours a day, at any stage 
of tide. 

Depth of water in channel to berth 42 ft. 

Nature of bottom at berth — mud. 

Cranes: Ample on quay, varying from 1 ton to 40 tons SWL. Vessel 
used Salens equipment to handle palletised cargo. 

2 floating cranes available — 1150 tons, 1250 tons. 
cedar Cargo Handling Facilities: 3 berths available for Ro/Ro 
vessels. 

Facilities for handling and storage of 20 ft./40 ft. containers. 
Stevedores: Ample union controlled labour. No private stevedores. 
Fresh Water: Available. 

Consuls: U.K. and others. 

Repairs: Can be undertaken. 

Dry Docks: None. 

Surveyors: Lloyd’s and salvage surveyors are available. 
Gangway/Deck Watchmen: Pilfering was a very serious problem — 
suggest vessels take all precautions to prevent this. 

Airport: At Sao Paulo. 

General: Fresh provisions and ships’ laundry service available. 


AUTHORITY: Companhia Docas do Estado de Sao Paulo - CODESP 
— (Portobras), Avenue Conselheiro Rodrigues Alves, Bairro Estuario, 
Santos. (SP) — CEP 11.015. Tel: (0132) 33-6565. Contact: Helio 
Nascimento, Director. 

Capitania dos Portos do Estado de Sao Paulo, Avenida Conselheiro 
Nebias No. 448, Encruzilhada, Santos, CEP 11.045. Contact: Captain 
Paulo Alfredo Bourguy Caetano Da Silva, Captain of the Port. 


SAO FRANCISCO DO SUL: 26.10 S. 48.34 W. 
(See Plan) 


(A) GENERAL CARGO PORT. 
(B) OIL TERMINAL (DTSUL). 


(A) GENERAL CARGO PORT. 


DOCUMENTS: See “General” before first port. 

PILOTAGE: Not compulsory. Pilots join vessel at the Island Ilha da Paz 
about 5 km. East of bar, Pilot comes from inside with boat. Cables 
informing ETA to Agent. Pilot Station may be contacted on VHF Channel 
16 


ANCHORAGES: Channel low tide 30 ft., high tide 35 ft. Port: low tide 

20 ft., high tide 30 ft. 

RESTRICTIONS: Bar draft: Max. 30 ft. Bottom: bar, channel and port: 

sand and mud. Speed of current: channel LW 4 knots, HW 5 knots. 
Reports received in August 1976 indicate that the bar has now been 

dredged to a depth of 8.50 m. 

HEALTH: Vessel must present Free Pratique issued at first call-port. 

Port's doctor will visit vessel. 

RADIO: Call Agent. Sao Francisco do Sul, via Florianopolis Radio. 

TUGS: Three tugboats for shifting ships and barges, 11,680 h.p., 

11,010 h.p. and 1250 h.p. 


BERTHING: 
Quay = Length Depth Remarks 
(m.) (m.) ; 
1 225 9.75 Grain 
2 150 8.50 General Cargo 
3 150 7.00 General Cargo 
4 150 4.25 General Cargo 


CRANES: 2 cranes x 7 tons. 
Neither the oil terminal or Sao Francisco do Sul Port Services operate 
either floating cranes, barges or lighters. 


BULK HANDLING FACILITIES: Located at Berth No. 1. 
Cocar Terminal: 
Meals/Pellets. 

Air draft: 15 m. 

Storage capacity: 110,000 tonnes. 

Loading rate: 800 t.p.h. 

Conveyor belt: Span: 200 m. 

Reach: 18 m. 
Spouts: 2 


Loading is performed by means of 2 movable spouts; fed by conveyor 
belts from the silos. 

Loading operations usually performed around the clock. 

oil: 
a torage capacity: 23,500 tonnes. 

Loading rate: 500 t.p.h. 

Loading is performed with a pipeline direct to the quay. 

Loading operations usually performed around the clock. 
STEVEDORES: Sufficient working force available, working hours 0700 
~ 1100 hrs., 1300 — 1700 hrs. normal period; 1700 — 1900 hrs. days- 
overtime; 1900 — 2300 hrs., 2400 — 0400 hrs. overtime. 

MEDICAL: Medical attendance available, 2 hospitals, all medical care 
available. 

FRESH WATER: 13 hydrants on Quays 1 and 2, American type thread 
2in., capable of supplying 14 t.p.h. to 30 t.p.h. Also a private water 
barge of 100 tons capacity. 

FUEL: Oil for boilers, diesel engines, and gasoline are distributed by a 
private firm, Distribuidora Maritime Porto de Sao Francisco Ltda. by 
tanker trucks, coming from Itajai, where orders must be placed 12 hours 
in advance. 

CONSULS: Chile. 

REPAIRS: Minor deck and engine repairs possible, workshop in town. 
WATCHMEN: Recommended. 

OPENING/CLOSING HATCHES: By stevedores. 

CUSTOMS ALLOWANCES: 1 package of 200 cigarettes, and 1 bottle 
of spirits each man. 

REPATRIATION: No facilities for changing crews. 

AIRPORT: None, nearest in Joinville, with regular traffic, about 40 miles 
distant. 

TIME: GMT minus 3 hours. 

HOLIDAYS: 1st January; 15th April; 21st April; 1st May; 7th September; 
15th September; 15th November; 25th December; Holy Friday; Corpus 
Christi; 8th September; 8th December. 

TELEPHONES: Available at dock entrance. 

DEVELOPMENTS: The bar is expected to be dredged to a depth of 9 m. 


SHIPMASTER’S REPORT: January 1988. 

Location: The Port is situated on the Northernmost extreme part of the 
State of Santa Catarina, near the border of the State of Parana. 
Documents: 

3 copies Voyage Memorandum. 

1 copy Health Declaration. 

1 copy Vaccination List. 

8 copies Crew List. 

8 copies Passenger List. 

4 copies Personal Effects List. 

2 copies Narcotics List. 

2 copies Firearms and Ammunition List. 

2 copies Manifest. 

2 copies Clearance from Brazilian Port, including Free Pratique. 
Pilotage: Pilot Station is situated in position Lat. 26° 11’ 30” S., Long. 
48° 29' 20” W. Pilots can be contacted on VHF Channel 16 or 11. There 
are presently 4 pilots who board at any time, weather permitting. 
Distance from the Pilot Station to the Port is 12 miles. 

Anchorage: Good anchorage inside the Bay. 

Communications: The city is linked to the rest of the Country/World with 
direct dialling telephone system and telex service. 

Tugs: Presently there are 2 tugs available to assist in docking/undocking/ 
shifting. “Rio Preto" 1,680 h.p. belonging to Petrobras and “Lupus” 
1,100 h.p. belonging to Saveiros. 

Boat Services: Available for vessels anchored in the Bay. 

Berthing: The Port installations are situated on the section of the Sao 
Francisco River which provides a natural Bay which is considered a safe 
anchorage as it is surrounded by hills and no strong currents exist. 
Pease are 675 m. of quays, but 225 m. are for bulk carriers and tankers 

ier No. 1). 

Pier No. 1: Length 200 m. Depth alongside 32 ft. Vessels handling 
soya meal/oil receive priority. Pier No. 2: Length 175 m. Depth 26 ft. 
Herd No. 3: Length 150 m. Depth 23 ft. Pier No. 4: Length 150 m. Depth 


There are no restrictions on length or beam. 

Mean tidal range 1.6 m. 

General cargoes handled at Piers 1, 2 and 3. 

Cranes: 2x7 tons, 2x40 tons (container handling). Most cargoes 
handled by ship's gear. 

Stevedores: Working hours: 0700-1100 and 1300-1700. Overtime: 
1700-1900, 1900-2300 and 0000-0400. Work can be extended to 
0600 hrs. in order to finish vessel. 

Bulk Handling Facilities: 

COCAR Terminal: (Meal, pellets, beans). 

Location: Berth No. 1. 

Draft: 32 ft. (Brackish). 

Airdraft: 15 m. 

Storage capacity: 110,000 tonnes. 

Loading rate: 600 t.p.h. 

Conveyor belt: Span 200 m. Reach 25 m. 

Spouts: 2. 

Loading: With two spouts (movable) direct from silos/conveyor belt, 

loading around the clock. 
COCAR Terminal: (Vegoil). 

Location: Berth No. 1. 

Draft: 32 ft. (Brackish). 

Storage capacity: 23,500 tonnes. 

Loading rate: 400 t.p.h. loading by pipeline direct from quay, loading 

around the clock. 
MAFOR: (Grain discharge). 

Normally use “Redlers” which are hung from ship's derricks. Two 
types of Redlers used, one weighing 4,800 kilos and the other 
7,500 kilos. Also operating inside holds, one tractor weighing 10,600 
kilos and a bobcat weighing 2,300 kilos. 
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Density: Salt water at the entrance of the Bar, brackish water inside the 

Bay varying during tides, 1016-1018 at H.W. and 1018-1020 at L.W. 

Medical: Medical assistance available at local hospital. 

Fresh Water: Supplied ex—hydrants, about 8—10 t.p.h. 

Fuel: Not available locally, however it can be arranged by trucks. 

Consuls: None. 

Prciernta Minor repairs can be performed by two local workshops. Divers 

available. 

Repatriation: Embarking and disembarking will be cleared by the Federal 

Police Authorities. Ship's Agents should be notified in advance of full 

flight details of arriving crew members. Crew will be met at Joinville 

Airport (2 flights daily from Sao Paolo). It is important to note that arriving 

crew must always carry Owner's letter stating Port, name of vessel and 

Agent's full style. 

rsa Public holidays: September 8th, Patron Saint of the City. 
eneral: 

Provisions: Several Ship chandlers can provide fresh vegetables. 

Bonded stores, etc. can also be supplied (all of Brazilian origin). 

pete Note of Sea Protest: There is no Notary Public in Sao Francisco 
lo Sul. 

Fines: Heavy fines are imposed by the Port Authorities (based on the 

tonnage of the vessel) for the following: Spillage of oil, slops, dumping 

garbage or any waste into the water; water spilled on to the quay; 

gangway net missing; ratguards missing; unauthorised persons on 

board; painting ship's sides/ship's draft without Port Authority's 

permission; bad condition of Brazilian flag; improper hoisting/lowering 

of Brazilian flag. 

Roads: Sao Francisco do Sul is linked with Joinville by good road, 

distance 45 km. 


AUTHORITY: Administracao do Porto de Sao Francisco do Sul, Avenida 
Engenheiro Leite Rebeiro 782, CEP-89230 San Francisco do Sul, Santa 
Catarina, Brazil. Contact: Clemintino Nascimento Moura, 
Superintendent. 


(B) DUTOS E TERMINAIS DO SUL (DTSUL) 


LOCATION: Dutos e Terminais do Sul (DTSUL), operated by Petroleo 
Brasileiro S/A — PETROBRAS, consists of an SBM whose body is 11 
m. in diameter, weighing 143 tons and exhibits a light beacon Iso. Y. Fl. 
0.3 sec. ecl 2.7 sec. 6 m. 5 M. It is situated about 4 miles Eastward of 
Sao Francisco do Sul Island, its co-ordinates are: Lat. 26° 13’ 52” S., 
Long. 48° 25’ 03” W. Onshore base is located 18 km. from the town of 
Sao Francisco do Sul, which is 48 km. from Joinville City, both in Santa 
Catarina State. The main scope of DTSUL is to receive, store and 
transfer oil to Refinaria Presidente Getulio Vargas — REPAR, a refinery 
in Araucaria, a town in the state of Parana. 

DOCUMENTS: See “General” before first port. 

Any and every document issued or otherwise related to ship's 
clearance at the last port of call is required for immediate inspection by 
the boarding officials. 

Immigration and Maritime Police: 

1 copy Crew List. 

1 copy General List. 

3 copies Passenger List. 

3 copies Passengers in Transit List. 

Health: 

1 copy Vaccination List. 

1 copy Certificate of Derat Exemption. 

1 copy Maritime Health Declaration. 

1 copy List of Drugs and Narcotics. 

1 copy Passengers in Transit List. 

1 copy Passengers List. 

Customs: 

3 copies Crew List. 

3 copies Spare Parts List. 

3 copies Stores List. 

3 copies Provisions List. 

3 copies Drugs and Narcotics List (if not included in the Stores List). 

1 copy Cargo Manifest. 

1 copy Bills of Lading. 

2 copies Passengers List. 

2 copies Passengers in Transit List. 

3 copies Crew Personal Effects List. 

3 copies Passengers Personal Effects List. 

NOTE: Supplies, stores, cigarettes, cigars, tobacco, alcoholic 
beverages, arms, ammunition, souvenirs, playing cards, drugs and 
narcotics, medicines (not in use) etc., must be kept under lock and key; 
the doors of the storage rooms will be sealed by the Customs Officials 
and the seal must be kept unbroken throughout the vessel's stay in port. 

Any goods or personal effects omitted from the list may be confiscated. 

Extracts of Sea Protest drawn out from the Log Book must be 
submitted to the boarding Customs Officials in case of accident which 
has caused damage or loss of the cargo or part of it. 

Leaving Clearance: 

Masters must appoint their ship's Agent at Sao Francisco do Sul and 
have their International Safety Certificates in force. It is also necessary 
for vessels Leaving Clearance: 

Leaving Permit from Customs. 

Leaving Permit from the Captain of the Port. 

Leaving Permit from the Maritime Police. 

Leaving Permit from Brazil Mail (Passe da E.C.T.). 

Anchorage for Clearance: The anchorage for Port Authorities clearance 
is the same as for vessels waiting for mooring. Port Authorities clearance 
is effected during office hours only. 

Display of quarantine signals must be continuously maintained until 
Free Pratique is granted. These signals are: sunrise to sunset — 
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quarantine flag “Quebec”. Sunset to sunrise — signal light red over white 
light. 

In addition to quarantine signals, the Brazilian Flag must be flown from 
foreign vessel's foremast throughout the vessel's stay in port. 

Vessels arriving at anchorage sites 2 hours prior to sunset in clear 
weather can moor. If vessel arrives later berthing takes place the next 


morning. 
APPROACHES: Refer to Brazilian Hydrographic Office Nautical Charts 
No. 1800, 1804 and 1830. 

Vessels approaching the SBM from the North, will first sight Ilha da 
Paz Lighthouse (FI. W. 20 sec. 84 m. 23 M.), Morro Joao Dias, Morro 
Pao de Acucar and Morro de Ubatuba which are hills inland. A 
conspicuous cross stands on Morro Pao de Acucar. Vessels 
approaching in night-time, when at less than 15 miles from shore, after 
loosing sight of Ponta Caioba Light (Fl. W. 5 secs. 15 M.) will sight Ilha 
da Paz Light which is the most prominent landmark for vessels bound 
for Sao Francisco do Sul Port and the DTSUL SBM. 

Vessels approaching the SBM from the East, will sight the same above 
mentioned landmarks when near Sao Francisco do Sul. In the night- 
time Ilha da Paz Light will be first seen since its range is 23 miles. Ilha 
da Paz Light is the only landmark at night-time, except for the glare of 
the town of Sao Francisco do Sul lights which can be seen from a 
distance of 30 miles. 

Vessels approaching the SBM from the South, in the daytime, when 
less than 10 miles away from shore, may use Remedios and Tamboretes 
Islets as an indication of the nearness of the SBM; when nearer, will 
sight Morro Pao de Acucar, Morro Montao de Trigo, Morro Ubatuba and 
Morro Joao Dias, which are hills and can steer to Ilha da Paz Light. At 
night-time, after loosing sight of Ponta do Vigia Light (Fl. W. 6 sec. 50 m. 
15 M.) near Itapocoroia, vessels will sight no long range lights until 
sighting Ilha da Paz Light. These vessels, in order to navigate safely, 
must keep away from Remedios and Tamboretes Islets which can be 
accomplished by keeping Eastward of the 20 m. line, 6 miles seaward. 
Eastward of this line there are no dangers. 

It is safe to sail using the radar, since the coast affords quite well 
defined lines and good radio wave reflections. Radar systems, with 
48 miles range or more, cover the area efficiently and make it possible 
to guide launches not provided with radar, when there is fog. 
PILOTAGE: Pilotage is not compulsory in the area of the SBM, either 
when making for it, mooring at it or clearing the SBM. DTSUL provides 
a duly trained Mooring Master for assistance to Masters of vessels 
operating at SBM. His services are presently rendered without charge. 

Mooring Master will advise vessel where to anchor. 

For approaching manoeuvres, and after mooring to the SBM, the 
Master of the vessel will be assisted by the Mooring Master who boarded 
the vessel in the proper site and will help the Master of the vessel as 
far as the operational activities in the area are concerned, such as: 
mooring, hose connections, discharge, hose disconnection and 
unmooring, as well as control of small crafts which render assistance to 
the vessel. 

It is the responsibility of the Master of the vessel to notify the Mooring 
Master of any special conditions, difficulties or peculiarities of the vessel 
such as defective navigational equipment, mooring lines, tackle, gear, 
helm, engine or boiler deficiencies or lack of necessary equipment which 
might impose hazards in connection with handling, mooring, unmooring 
and actually operating the vessel. 

The Mooring Master must be immediately advised about any acts or 
facts which may jeopardise the safety of the vessel or the system, as 
well as operational events which may possibly alter the existing 
conditions. 

The vessel must be moored to the entire satisfaction of both the Master 
and the Mooring Master. 

The Mooring Master will remain on board the vessel throughout the 
vessel's stay at the SBM and will notify the Terminal Superintendent 
about any operational failures; and the vessel may be ordered off the 
SBM and refused to be accepted in future, unless corrective action by 
the ship is immediately taken. 

The Mooring Master will notify the Master of the vessel, in writing, 
about disregard of the operational requirements established upon arrival 
of the ship. 

For boarding the Berthing Master prefers a pilot ladder and on 
disembarkation a combination of pilot ladder and accommodation ladder. 
RESTRICTIONS: The buoy is designed for tankers up to 200,000 d.w.t. 
but due to the depths in the area, the maximum draft allowable is 18 m. 
(59 ft.). Sometimes, due to bad weather, tankers have to wait for 
favourable weather conditions, so that mooring may safely be started. 
Mooring should be undertaken at daylight only. 

MAX. SIZE: 200,000 d.w.t. Draft 18.0 m. 

HEALTH: Vessels bound for DTSUL are inspected at the SBM by 
Health, Customs and Maritime Police Officials. Ship's Agent must apply 
beforehand for these visits. 

ANCHORAGE: For vessels waiting either for Port Authorities Clearance 
or mooring or under repair, the advisable anchorage site is 1.3 miles 
North of the SBM, in the following position: Lat. 26° 12’ 30” S., Long. 
48° 25' 00” W. The seabed is fine sand and mud. The depth is 22 m. 
Mooring Master will board arriving tankers in this position. 

In no case must vessels drop anchor near the SBM (within a circle 
1 mile in radius, centered on the SBM) within the area between the SBM 
and the coast or in the access channel to Sao Francisco do Sul River, 
due Bie existance of submarine pipe-lines and anchor chains on the 
seabed. 

RADIO: Vessels bound for DTSUL, should advise their ETA 72 hours 
prior to arrival directly to vessel's Agent through a Coastal Station. This 
arrival message will be passed by the Agent to the Terminal. 

Tankers must have their VHF radios tuned to Channel 16 (VHF) or 
4125 kHz (SSB), around the clock when nearing the anchorage position, 
and send updated ETA messages until Mooring Master boards. Weather 
forecast and/or Sinoptic charts, if available aboard, must be shown to 
the Mooring Master when he boards. 
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VHF: Vessels bound for DTSUL must have their VHF radios tuned 
24 hours per day on Channel 16 (Delta) with maximum gain when 
nearing the area of the SBM. DTSUL Control Room will contact the 
arriving vessels and inform their Master about pertinent matters and 
emergencies. After idea the Terminal on Channel 16, this contact 
must be maintained through Channel 14. During mooring and unmooring 
operations and ship's stay at the SBM, the launches will keep in touch 
with the Mooring Master through VHF transceivers. 
TUGS: No tugs are available at the Terminal for assistance in mooring 
vessels. 
Launches: Launches under direction of the Mooring Master will assist 
Terminal and the vessel when mooring, unmooring, connecting and 
disconnecting hoses. They will also assist in personnel transportation, 
that is to say, crew members, agents, Port Authorities, suppliers, and 
authorised persons. 
BERTHING: The Dutos E Terminais Do Sul (DTSUL) consists of 
facilities for receiving, storage and transfer of oil. 
Discharge System: The discharge system consists of an SBM 
eer to 2 parallel 20 in. diameter x 271 m. long (888.5 ft.) floating 
oses. 

At the ship's tail end of the hoses there are 2 special 16 in. hoses — 
“Tanker Tail Hoses” or “Ship Tail Hoses” — to be connected to the ship's 
manifold, provided with a butterfly valve and a blank flange (each flange 
is 16 in. in diameter Standard PSI-ANSI B.16.5). 

Two 16 in. x 53 m. (173 ft.) in length nylon hawsers are fastened to 
the SBM turntable for mooring of the vessels. 

On the upper part of the SBM there are 3 turning arms for securing 
the mooring hawsers and the hoses, as well as to balance the system. 

From the bottom of the buoy start 2 submarine hoses 20 in. in 
diameter, connected to the underwater manifolds of the submarine pipe- 
lines. 

Two x 11 km. long x 34 in. diameter submarine steel pipe-lines laid 
on the sea bottom following the general West-Easterly direction, connect 
the submarine manifold to the Terminal storage tanks. 

Under normal conditions discharge system allows a 10,000 cu.m./h., 
10 kg./cu.cm. (150 p.s.i.) pumping rate measured at the ship's gauge. 

At the site where the pipe-lines reach the mainland there is a beacon 
showing an intermittent blue light indicating the general direction of the 
lines. 

The above described discharge system is shown on the Brazilian 
Nautical Chart No. 1804 issued by the Diretoria de Hidrografia e 
om da Marinha do Brasil (Brazilian Navy Hydrographic Office- 

HN). 

Note: It is forbidden to navigate and to drop anchor within the area 
limited by two parallel lines 1 mile away from each side of the submarine 
pipe-lines, between the SBM and the mainland as well as within a circle 
1 mile in radius centered on the SBM. 

Storage System: The storage system consists of 7 tanks which are able 
S receive crude oil directly discharged from the tankers moored at the 
BM. 
The 5 tanks have the following main features: 
Type: Cylindrical vertical (floating roof). 
Diameter: 86.56 m. 
Height: 14.63 m. 
Nominal Volume: 86,114 cu.m. 
Operational Volume: 77,000 cu.m. 
Receiving Line: 36 in. diameter. 
Two tanks have the following main features: 
Type: Cylindrical vertical (floating roof). 
Diameter: 45.72 m. 
Height: 14.63 m. 
Nominal Volume: 23,850 cu.m. 
Operational Volume: 21,500 cu.m. 
Receiving Line: 36 in. diameter. 

The tanks are equipped with remote control valves and readings, 
monitored from the Operations Control Room. 

Neither the tanks nor the lines are heated. 

Ballast System: No conventional tank cleaning procedures are allowed. 
The SBM is not provided with ballast line. 

Arrival: Arrival time is considered to be the time vessel reaches the 
anchorage site or the time the Mooring Master boards the vessel, 
whichever occurs first. However, Notice of Readiness will not be 
considered as the time of arrival unless the vessel is in all respects 
ready to discharge. 

To avoid delays the following items must be observed by the tanker: 
keep the Terminal advised about any change in ETA; arrive with the 
port side derrick and an ordinary pilot ladder on lee side rigged, as well 
as the 2 manifold flanges to be used ready for connection of the hoses, 
i.e. without blind flanges, reducers fitted if necessary, etc.; 2 good eye- 
spliced (9 in. circumference at least) nylon ropes on forecastle head; 
anchor well at home and secured with stoppers and brakes. If the ship's 
manifold flanges are not standard 150 p.s.i., ANSI-B.16.5-16 in. in 
diameter, the vessel must advise Terminal through the Agent before 
arriving. 

Mooring: Mooring Master will advise on the way of securing the ship. 
Tankers are moored by 2 bow nylon hawsers of 16 in. circumference 
and 53 m. in length. Vessel'’s messenger lines are shackled, one at a 
time, to the pick-up wires of the hawsers by the launch crew and hove 
in by the vessel's windlass until the lengths of the chafing chains are 
brought over the roller chocks/fairleads and shackled to the wire strops 
secured to the bollards. 

Hoses Connection: The Mooring Master will direct the Terminal's 
working men in lifting, connecting and lowering the hoses. After the 
vessel is securely moored, the 16 in. floating hoses must be individually 
lifted to the rail by the ship's gear. Sundry hose securing and connecting 
equipment (strops, gaskets, nuts, bolts, wrenches, etc.) will be supplied 
by the Terminal and put aboard the tanker just after arriving. Hoses will 
be lifted by the ship's derrick on the PORT SIDE. Minimum lift of 8 tons 
capacity is required. Winds reaching about 8 Beaufort Scale and waves, 


3.0 m. high, may determine the operation to be interrupted and the hoses 
disconnected, according to the Mooring Master's judgement. 

Discharging: Pumping must not be started without permission of the 
Mooring Master. The maximum allowable pressure is 10 kg./sq.cm. 
(150 p.s.i.). While the vessel is moored, the vertical angle formed by 
the hawsers and the sea surface should not exceed 30° degrees, for 
safety of the SBM. If necessary the Terminal will require the ship to 
pump sea water through the hose lines in order to displace the remaining 


oil. 

Ballasting: When necessary, due either to excessive pitching or by being 
trimmed too much by the stern, pumping of ballast must be concentrated 
in the fore tanks, even though interruption of discharging becomes 
mandatory. 

As arule, the vessel must be ballasted at the same time the discharge 
is being carried out. Vessels which fail to do so, will be notified in writing 
and will be held responsible for the extra time spent at the SBM after 
the disconnection of the hoses. 

No dirty ballast or any oily residues must be pumped overboard, 
otherwise the vessel may incur a heavy fine from the Brazilian 
Authorities. 

Terminal Personnel On Board: The vessel is required to give proper 
treatment to the Terminal personnel assigned to work on board, including 
lodging and meals. As a rule, 7 people (1 Mooring Master and 
6 workmen) are assigned to duty onboard the vessel. 

Machinery in Readiness: When moored at the SBM, vessels must keep 
engines and propulsion machinery in readiness to unmoor and proceed 
under full power at short notice or to prevent riding upon the SBM. An 
Officer must also be on duty on the bridge. Should the ship not comply 
with above stated requirements, she may be considered unsuitable for 
mooring at the SBM. 

MEDICAL: Medical treatment and/or hospitalisation, if required, are 
provided at Sao Francisco do Sul or Joinville private hospitals. Serious 
iliness will usually be treated in Joinville. Dental care is also available 
in Sao Francisco do Sul. For emergency cases (injury, etc.) DTSUL first 
aid may be requested by the Master. As usual, Agent will make such 
arrangements. 

FRESH WATER: Neither DTSUL nor Sao Francisco do Sul are able to 
supply either drinking or boiler water to vessels either moored or at 
anchor. 

FUEL: Neither DTSUL nor Sao Francisco do Sul port can supply bunkers 
for vessels. 

Lubricants: DTSUL has no way of supplying lubricants to vessels, either 
moored cr at anchor. Nevertheless in urgent cases, Agents must be 
contacted in order to place orders for lubricants, 15 days in advance. 
Even then, lubricants can only be supplied in very limited quantities, due 
to the natural difficulties of transportation to moored ships. 

CONSULS: Most maritime nations maintain consular representatives in 
Sao Francisco do Sul and Joinville. 

REPAIRS: Limited repairs may be effected by private workshops. 
Agents must be contacted 72 hours in advance in order to make the 
necessary arrangements to assist vessels needing repairs. 
WATCHMEN: Port watchmen have to be compulsorily assigned to duty 
onboard all vessels coming from overseas throughout the vessel's stay 
in port. 

CUSTOMS: Brazilian laws are strict with regard to smuggling and 
Masters are requested to instruct their crew not to retain cigarettes in 
carton lots, cigars, tobacco, alcoholic drinks, drugs, souvenirs, etc. 
These should be collected prior to arrival, listed with the items in the 
Customs Locker to be sealed by the Customs Officials and placed in 
the custody of the Master throughout the vessel's stay. No commercial 
transactions will be tolerated, be it among Terminal employees, crew 
members or anyone else. 

TIME: Local time is GMT minus 3 hours. 

BANKS: Bank of Brazil, Rua Hercilio Luz 53, Sao Francisco do Sul, 
S.C. Tel: 0474-44-0202, 0474-44-0187. 

GARBAGE DISPOSAL: No facilities available. 

WASTE OIL DISPOSAL: No facilities available. 

SEAMAN‘S CLUBS: None. 

GENERAL: 

Charts/Publications: The Diretoria de Hidrografia e Navegacao da 
Marinha do Brasil (Brazilian Navy Hydrographic Office) has issued the 
following nautical charts of this area: DHN 1800, 1830, 1804, as well as 
Roteiro DH 1.8 (Brazil Pilot), Lista de Farois DH 2.11 (List of Lights) and 
Lista de Auxilio Radio DH 8.8 (Radio Aids List). 

No charts or navigational publications are available at DTSUL or Sao 
Francisco do Sul. When necessary, Masters must contact ship's Agent, 
in advance, for placing orders for such items in Rio de Janeiro. 
Provisions and Stores: Orders for provisions and stores may be placed 
through the Agents or directly to shipchandlers. Most of the items are 
obtainable in Joinville but some may be found in Sao Francisco do Sul. 
Tidal Amplitudes: The tides in the area of the SBM present the same 
characteristics as those of the port of Sao Francisco do Sul. (Please 
refer to the Tide Tables issued by Diretoria de Hydrografia e Navegacao 
eee do Brasil - Brazilian Navy Hydrographic Office - DG - 16 - 

High and low tides occur nearly 40 minutes before they occur in the 
port of Sao Francisco do Sul and the tidal amplitude at the SBM area 
'S a little below the ones of the said port. 

Weather Conditions: As a rule, the conditions in the area of the SBM 
may be considered fair, as far as operating conditions for the vessels 
are concerned, except in the occurrence of gales from the South, which 
Sometimes blow for more than 48 hours in Winter time. 

Winds: The strong winds recorded in the area originate from the South, 
Caused by cold fronts or instability lines. One of the strongest recorded 
winds blew on May 18th, 1982, from N.W. reaching an intensity of 
130 km. per hour, for a short period of time. It was observed that at the 
Same time the isobathic wind at the sea, blew from the South with an 
intensity of 40 km. per hour. 

Rain: The average annual rainfall is about 980 mm. 
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Visibility: The visibility in the area is generally fair all year round, except 
in Winter time when sometimes fog may occur. 

Temperature: The local average temperature ranges from 8°C (46°F) in 
June, July and August, to 32°C (90°F) in January and February. 
Humidity: The relative humidity of the air is nearly 80% in the region. 
Currents: Currents in the area are not related to the local winds since 
the set, as well as swells result, as a rule, from deep sea winds which 
are not always in correspondence with local winds. 

According to the variation of the intensity of the high sea winds, it is 
possible to forecast the variations of the intensity of the currents in the 
area of the SBM. 

In the vicinity of the SBM, when there is no wind or there are only 
winds of low intensity, the currents of the area are strongly influenced 
by the tidal set of the bar of the port of Sao Francisco do Sul. 

Waves: Southerly winds are originated, as a rule by cold fronts. The 
waves caused by them are very seldom higher than 3.5 m. (11.4 ft.). 

The waves are, usually, 2.5 m. in height and have an 11 second period 
when Southerly winds blow during the Winter time, from June to October. 

The maximum wave height allowable for operating vessels moored 
at the SBM is 3 m. (9.8 ft.), depending on the conditions of the mooring 
lines and the tensions over them. 
AUTHORITY: Petroleo Brasileiro S.A.-PETROBRAS, Avenida 
Republica do Chile, 65-12° Andar, 20035 — Rio de Janeiro — RJ. 
Contact: Chief of Operations Division. 

Dutos E Terminais Do Sul — Petrobras, Rua Felipe Musse 803, 
Ubatuba, 89240-000 Sao Francisco do Sul. Tel: 0474-227800. 
Telex: 1135392. FAX: 0474-422248. Contact: Chief of Operations. 


SAO LUIS (Including Itaqui), Maranhao: 
02.30 S. 44.07 W. (See Plan) 


LOCATION: /taqui: The Port of Itaqui is located in the bay of Sao 

Marcos, in the Municipality of Sao Luis, Capital of the State of Maranhao, 

almost at the edge of the N.E. region of Brazil, and 9 km. to the S.W. 

of the city, with which it is connected via a breakwater extending over 

the River Bacanga. 

The location, fairly sheltered, encompasses Itaqui Point and extends 
to the North as far as Madeira Point, where a Terminal is to be 
constructed for handling iron ore on behalf of Serra Dos Carajas, and 
to the South, reaches close to the Island of Tauamirim: it is formed by 
a re-entrance into the coast where the contours (depths) of 0 m., 5 m., 
10m., and 15m., are almost parallel and are between 30 and 40 m. 
apart. In front of Itaqui, at a distance of 400 m. from the quay, is the 
Island of Guarapira with maximum dimensions of 100 m. x 300 m. and 
stretching in a N.S. direction. 

The Area of Administration of the “Maranhao Docks Company” 
includes the Bay of Sao Marcos and the Islands located within it, being 
limited by a line which joins Tatinga Point on the mainland, to Sao 
Marcos Point on the Island of Sao Luis. 

(a) The Port of Itaqui is confined between the parallels of 02° 34’ S., 

and 02° 36’ S. and meridians 44° 21’ W. and 44° 24’ W. 

(b) The “Administrative Area” is confined by the following 
co-ordinates: 

Meridians of 44° 24' W. and 44° 19’ W. 
Parallels of 02° 37’ S. and 02° 29’ S. 

(c) The Area of Jurisdiction encompasses the whole of the coast of 
the State of Maranhao, from the border with the State of Piaui as 
far as the frontier with the State of Para. 

DOCUMENTS: See “General” before first port. 

PILOTAGE: Approaching coast, the Master must inform Agent via Coast 

Station Sao Luis —- PPB (VHF Channels 16, 24, 25, 26 and 27) or Radio 

Marinha de Sao Luis — PWM (HF). Pilot launch painted red and provided 

with conventional lights. Launch awaits at Ponta da Madeira or other 

places requested in limit by Brazilian Chart DHN—412. 

Vessel to notify Pilot service of ETA 6 hours before arrival. 
ANCHORAGE: Sao Luis: The following areas are reserved for the 
anchorage of vessels awaiting to enter port. 

(a) Location No. 1 for vessels of more than 2,000 g.r.t., up to 21 ft. 
draft and 135 m. overall (this is the nearest anchorage to the 
town). 

Location No. 2 for vessels up to 18 ft. draft (and that which follows 
No. 2). 

Location No. 3 for vessels up to 18 ft. draft (the nearest to the bar). 
These anchorages are situated between the parallels of 
02° 30’ 5” S. and 02° 31' 5" S. 

(b) Vessels impounded or requiring extensive repairs: 

Vessels up to 10 ft. — Lat. 02°31’ 9” S., Long. 44° 18’ 7” W. 
Larger vessels: Lat. 02° 30’ 0” S., Long. 44° 20’ 0” W. 

(c) Anchorage for vessels of less than 2,000 g.r.t. To the South of 
the partly submerged hull of the Maria Celeste between the State 
Warehouse and the Customs Warehouse. 

(d) Vessels in quarantine: Lat. 02° 29’ 5” S., Long. 44° 20’ 5” W. 
Vessels may not anchor in the approach channel or the turning 
basin. 

Itaqui: The following anchorage zones for vessels arriving at Itaqui: 
(a) Vessels over 5,000 g.r.t.: Lat. 02° 35’ 5” S., Long. 44° 22’ 4” W. 
(b) Vessels impounded or requiring extensive repairs: 

Lat. 02° 35’ 1” S., Long. 44° 22’ 3” W. 

(c) Vessels in quarantine: Lat. 02° 35’ 4” S., Long. 44° 23’ 3” W. 

(d) Inspection anchorage: Lat. 02° 35’ 2” S., Long. 44° 22’ 4” W. 
RESTRICTIONS: 

Sao Luis: May only be entered during daylight hours and near HW. 

Itaqui: Cargo vessels may moor any time during the day or night 

depending on the state of the tide. Vessels bound for the oil terminal 

may only berth on the rising tide during the day. Berthing should 
commence 1 hour before HW. 
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MAX. SIZE: For port of Itaqui, max. draft at LW is 34 ft. At HW, depth 
of 45 ft. to 48 ft. available depending on height of tide. 
HEALTH: (See “General” before first port.) Health Authorities visit 
compulsory, due to disinfection by Yellow Fever Service. 
Tankers bound for the oil terminal will be inspected at the terminal 
after mooring is completed. 
Vessels awaiting berths will be inspection 
anchorages. 
RADIO: Radio Marinha, code PWM, may be used for any message to 
the Agent. 
TUGS: Sao Luis: One tug 50 h.p. available. /taqui: None. 
BERTHING: Sao Luis: See “Anchorage”. 
Itaqui: Administration Quay — Length 164 m., depth 12 m. 
Warehouse Quay — Length 164 m., depth 12 m. 
North Quay — Length 164 m., depth 12 m. 
South Quay — Length 164 m., depth 12 m. 
The 80 m. quay will be provided with a ramp for car ferries. 
Also see “Ponta da Madeira” and “Alumar”. 
CRANES: Sao Luis: 8 portal cranes (2x6 tons, 63 tons) 150 tons, 
2x3 tons, 16 ton on order. 
Iltaqui: 6X3.2 ton (gantry), 26.3 ton (gantry) 
3x2.5 ton (mobile), 14.0 ton (mobile). 
19.1 ton (mobile), 24 ton (tracked mobile). 
BARGES: Sao Luis: 11 barges of 60 tons, 5 barges of 80 tons and 
1 barge of 150 tons capacity. There are also 5 oil barges with a total 
capacity of 1,090 tons. 
BULK HANDLING FACILITIES: 2 mobile grain elevators at Warehouse 
Quay serving Maranhao Wheat Mill, rate 150 t.p.h. The Maranhao Wheat 
Mill has silos with 12 cells, capacity 6,000 tons. Additional silos with 
2,000 tons capacity available. The rated capacity of the elevators will 
be doubled in the near future. 
STEVEDORES: On receipt of vessel’s ETA Agent provides the 
necessary gangs. Master to mention in his ETA cable the distribution in 
cargo hold enabling Agent to arrange for number of gangs required. 
When loading or discharging bagged cargo an average of 4,000 bags 
per 8 hours work per gang handled. 
MEDICAL: Advance notice by radio preferred, since medical assistance 
in Sao Luis is limited to 1 general clinic and 3 hospitals. 
FRESH WATER: Sao Luis: Fresh water available by barge, rate 60 tons 
per day. There is also an outlet at warehouse No. 4 on the quay. 
Itaqui: Available ex-wharf, rate 18 t.p.h. 


inspected at the 


FUEL: Sao Luis: Fuel oil available alongside, delivery by road tanker. 
Itaqui: Diesel oil available to vessels alongside the Warehouse Quay 
and South Quay. 


CONSULS: 
France Tel. 1117 Spain Tel. 2664 
Portugal 1689 Norway " 1888 
Denmark 1507 Bolivia, no telephone 


Italian Consul at Itaqui. Tel: 2-04-08. 
REPAIRS: Shop for small repairs available. 
GANGWAY/DECK WATCHMEN: Normally done by the crew. 
OPENING/CLOSING HATCHES: Done by stevedores. 
CUSTOMS ALLOWANCES: No limit or restrictions. 
REPATRIATION: Possible. Last Port Clearance and Crew List required 
by Maritime Police. 
AIRPORT: 13 km. from centre of town (18 km. from Itaqui), with daily 
oe to North and South of country. 
TIME: GMT minus 3 hours. 
HOLIDAYS: January 1st; April 21st; May 1st; September 7th; November 
15th; December 25th (National holidays). July 28th; September 8th, 
December 8th, June 29th (local holidays); Maundy Thursday; Good 
Friday (Church holidays). On all holidays, except Good Friday, work 


permitted. 

POLICE/AMBULANCE/FIRE: Police Tel: 1150; First Aid Ambulance 
1943; Fire Brigade 1753. 

TELEPHONES: No facilities for placing telephones on board. 
IDENTITY CARDS: Foreign Crew members not permitted to go ashore 
without presentation of Identity Card, on which is a photograph of holder 
and personal details. These cards are provided by the Agent upon 
arrival. The Identity Card must be given on disembarkation to the Federal 
Police who will return it to the Crew member on re-embarkation. 
GENERAL: Itaqui is rail-connected with the whole of Brazil, with the 
exceptions of the States of Para (Belem) and Amazonas (Manaus). 
DEVELOPMENTS: Wharf at Itaqui to be extended to 1,068 m. Depth 
will vary from 30 ft. to 40 ft. 

The existing petroleum berth will be replaced by the final extension 
of the wharf, although plans indicate the intended construction of a new 
Petroleum Berth on Guapira Island. 

New unloader for bauxite, coke and iron ore under construction, rate 
1,500 tonnes per hour. 

A 16,000 t.p.h. linear shiploader has been ordered for Itaqui. 

Also see “Ponta da Madeira” and “Alumar’”. 


TANKERS: Discharge at Port of Itaqui. 
Tank Capacities: 


Esso Sabba 
No. of Volume No. of Volume 
Products Tanks (cu.m.) Tanks (cu.m.) 
Gasoline a 4,003 2 4,800 
Kerosene 1 1,580 1 8,000 
Diesel Oil 1 3,200 2 5,500 


Jet Kerosene 
Liquefied Gas 
B.P.F. 


SHIPMASTER'‘S REPORT: June 1992. 
Charts: B.A. Charts No. 535 and 543. 
Approaches: Light float on shoal (Recife Mancel Luis), when coming 
from the West, shows up at 15 miles on radar. Racon “BF-3" showed 
up at 20 miles. 

Buoys, commencing with No. 1 and 2, were found to be in approximate 
charted positions. But pilots warned, they cannot be relied upon. 

Buoy No. 6 (Lat. 01°53.8’S., Long. 43°54’ W.) and No. 7 
(Lat. 01° 52.6’ S., Long. 44° 0.8’ W.) have disappeared. 

Tidal streams can be strong, especially during October to April, when 
rates up to 8 knots can be encountered in Baia de Sao Marcos. 

aes rata features were prominent on radar until about Buoys No. 9 
and 14. 
Pilot: Available throughout 24 hours, depending on tide. Pilot can be 
contacted on VHF Channel 16 and 14 throughout 24 hours, call sign 
“Sao Luis Pilot’. Pilot office at Pta. de S.Francisco (Lat. 02° 31.2’ S., 
Long. 44° 18.3’ W.), near Sao Luis City. Boarding positions as per 
B.A. Chart No. 535. Pilot cutter is based at Itaqui General Wharf. 

Berthing and unberthing at Itaqui Wharf is usually from 2 hours after 
L.W. to H.W., and vessels normally berth starboard side to. 

Depending on draft, the above is variable with port side berthing 
possible. 

Two fast red hulled cutters are based at Itaqui. 

Pilot arranged through Agent, and notice of 24 hours, 12 hours and 
6 hours, when inbound, and 2 hours, when outbound, is required. Pilot 
is difficult to contact until in the vicinity of Buoys No. 5 — 10. 
Anchorages: As marked on B.A. Charts No. 535 and 543. For vessels 
awaiting pilot/tide, the general anchorage (as per B.A. 535) centred on 
Lat. 02° 25' S., Long. 44° 15’ W. is used. As per B.A. 535, various other 
anchorages for various berths. 

Holding is not good in river anchorages, due to strong tidal streams 
and soft bottom. 

The outer anchorage near Buoy No. 6 is not normally used. 
Tidal Range: About 5.0m., which makes for strong tidal streams. 
Brazilian Tide Tables are most useful. 
LPG Berth: Located at Southern end of Itaqui General Wharf 
(Lat. 02° 34.9’ S., Long. 44° 22.15’ W.). Two stand-pipes on wharf as 
per “Plan”. 

Whart is stone/concrete and has large tractor tyre fenders. Midships 
gangway can be landed. 

ar 4 head/stern lines, 2 springs each end. No mooring boat 

used. 

Gangway and moorings to be tended frequently, due to tidal range. 
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Texaco Petrobras Gas Butano 
No. of Volume No. of Volume No. of Volume 
Tanks (cu.m.) Tanks (cu.m.) Tanks (cu.m.) 
1 4,000 1 9,135 
1 400 1 1,544 
1 3,200 1 9,135 
2 1,600 
6 704 
1 4,032 


Tugs: For Itaqui Wharf, 2 modern tugs of 750 h.p. are used. Tugs push 
when berthing and use tugs lines. When leaving, tugs tow using ship's 
lines. 

The iron ore berth at Ponta da Madeira has 5 powerful tugs available, 
43,000 h.p. and 15,000 h.p. 

Berths: Ponta da Madeira can take ore carriers up to 23.0 m. draft at 
L.W. 

Work is progressing on a tanker pier at Itaqui, an extension of the 
General Cargo Wharf, with 2 berths of 21.0 m. draft, completion 
expected in 1993. 

The General Cargo Wharf has 3 berths for moderate sized vessels. 
Depths at Berths No. 1 and 3 is quoted as 30 ft. at L.W., and Berth No. 2 
(centre) 25 ft. at L.W. 

The General Cargo Wharf has 8 electric luffing cranes of 3.5 tonnes 
to 7 tonnes capacity and 3 suction elevators for grain. 

Coal and coke are handled at the Southern Berth (No. 3) by 2 mobile 
loading elevators. 

Cargo: As previously mentioned, LPG is discharged at the Southern 
Berth via one of two underground stand-pipes at the wharf face. 

2 flexi-hoses from the stand-pipe to a ‘Y’ piece of 6 in. coupling. 

We found an average back pressure of 6 Bar (+ 12°C and 200 tonnes 
p.h.). 

Butane or Mix is pumped into Petrobras tanks 2.5 km. away, capacity 
700 tonnes. From here the terminal transfers by own pumps to the 
Northern Storage Depot 5 km. away and has 1,400 tonnes capacity. 
Services: Fresh water is available from the wharf. 24 hours notice 
required through Agent. 

A number of ship chandlers are available. Price of local produce is 
good. 

Laundry service available. 

No telephones near at hand. There is a disconnected telephone at 
guard hut 1 km. away. 

Sao Luis is a holiday resort, 15 minutes away by taxi. 

Authorities: Even though we were coastwise, full entry procedure 
required (6 Crew Lists, 3 Stores Lists, 2 Personnel Effects Lists). 
Sanitary inspection took place. 

Security: There is a lack of security, and vessel was inundated with 
“visitors”. The ferry terminal close by did not help matters. 


AUTHORITY: Companhia Docas do Maranhao, Rua da Paz 561, Sao 
Luis, Maranhao, Brazil. Contact: Washington de Oliveira Viegas, 
President. 


SAO SEBASTIAO: 23.48 S. 45.24 W. (See Plan) 


LOCATION: Terminal Maritimo Almirante Barroso (TEBAR) is located 
on the West edge of the Sao Sebastiao Channel. Safe access is made 
through the South Entrance. The approximate geographical position of 
berths is Lat. 23° 48’ 3” S., Long. 45° 23’ 3” W. 

PORT LIMITS: North Bar: Latitude 23°42'S. — from Longitude 
45° 19’ W. Westward to the coast and to the South as far as Sebastiao 
island. 

South Bar: Latitude 23° 54’ S. — from Longitude 45° 31’ W. to the North 
to Pta. do Toque-Toque and East to Sebastiao Island. 

DOCUMENTS: The visiting area of the Port Health Authorities, Federal 
Revenue and others, is ep Sars by the alignment: Ponta do Araca- 
lIha das Cabras (South) and South limit of the zone of submarine cables 
North). 

lel clearance is effected on board immediately after docking by 
Government Port Officials and Agent's Representative. It is necessary 
that the following documents be ready on arrival. 

Any document regarding outward clearance of the ship at last port of 
call. 

5 copies Crew List. 

2 copies Store List. 

2 copies Personal Effects List. 

3 copies Passenger List. 

3 copies Cargo Manifest, (or more if available). 

3 copies Bill of Lading, (or more if available). 

2 copies Maritime Declaration of Health. 

Notice of Readiness (Addressed to Petrobras) 

List of vessel's particulars: call sign, n.r.t., g.r.t., d.w.t., speed, engine 

b.h.p., draft, total crew, officers, time of arrival, loading ports and dates 

of sailing, quantity of cargo for Sao Sebastiao, quantity of cargo in 

transit for other ports, etc. 
APPROACHES: Approaching Channel: The channel of the port of Sao 
Sebastiao is 12.3 miles long. The South Bar Channel, dredged to 25 m. 
is 300 m. wide at its narrowest part, allowing entrance and sailing of 
vessels drawing up to 23 m. The North Bar Channel sounded to 18 m. 
is 550 m. wide at its narrowest part, allowing entrance and sailing of 
vessels drawing up to 10 m. 

Special attention should be paid by vessels drawing over 18 m. when 
navigating in the Sao Sebastiao Channel; Chart DHN Nos. 1614, 1644 
and 1643 show several cautions with depths of 20 m. and !ess in the 
proximities of the limits of the channel. “Caution A” on chart DHN 
No. 1643 should be strictly observed: Existence of submarine cable. It 
is forbidden to anchor within the marked area. 

Tidal Stream: The height of the tide in the port of Sao Sebastiao varies 
from (—) 0.2 m. at LW and 1.5 m. HW, having an average level of 0.66 m. 
The tide runs either Northerly into the channel or Southerly with 
characteristics of permanent flowing as if it was a river following the 
orientation as given by the channel. The current attains considerable 
speeds which might prejudice the manoeuvring of vesseis in the channel, 
specially at times of entrance of a cold front when winds also attain a 
significant force. 

Whistling: Vessels approaching the port, prior to coming to Araca Point, 
must give a long blast on the whistle as a warning. 

PILOTAGE: Pilotage is compulsory within the port limits for all vessels 
over 500 g.r.t. 

The request for Pilots for ors should be made through the ship's 
Agents 24 hours in advance via Santos Radio Station (PPS) or Sao 
Sebastiao Radio (PTS) when the vessel's ETA is given. The ETA should 
be confirmed 3 hours in advance through Channels 13 or 16 (VHF) to 
the Pilot's Association of the Port of Sao Sebastiao. 

The positions for boarding and disembarking of the Pilot — are defined 
by the areas of the circles of 0.5 miles radius whose centres are the 
following coordinates (Chart DHN No. 1614): 

(a) North Bar: Lat. 23° 42’ S., Long. 45° 21’ W. 

(b) South Bar: Lat. 23° 53’ 30” S., Long. 45° 29’ 30” W. 

The Pilot's Association functions at Rua Duque de Caxias No. 474, 
Sao Sebastiao. The Pilot's Association also has a branch office in Santos 
at Av. Almirante Saldanha da Gama 64. Tel: 38-1944, 36-8036, 36-8037 
and 36-8038. 

ANCHORAGE: 

(a) North Bar — Limited by alignments: Sao Sebastiao Lighthouse — 
Ponta das Canas Lighthouse — Quay of Ilhabela. Capacity of 
anchorage for 4 ships. 

(b) South Bar — Limited by alignments Ponta do Araca — Ilha das 
Cabras — Ilha Toque — Toque — Ponta da Sela Lighthouse. 
Capacity of anchorage for 5 ships. 

Manoeuvering Area: Limited by alignments: Ponta do Araca — Ilha das 
Cabras and Pontal da Cruz — Quay of IIhabela. Anchorage prohibited 
in this area. 

RESTRICTIONS: The terminal normally operates around the clock. 
Ships are moored and unmoored at any hour except when an 
unexpected event arises, such as breakdowns, gales, heavy squalls, 
and so on. 

Safe draft for passing along the dredged channel is 23 m. (75.5 ft.), 
no matter what existing conditions are, such as day or night, current set 
and drift, wind, tide or swell. However, at the discretion of Pilot, according 
to the prevailing above conditions vessels can use the channel with 
drafts up 24 m. (78.7 ft.) These figures are not final as they may change 
in time without previous notice. 

Remarks: The limitations mentioned above could result in rejection of 
ee os being anaes for this Pree 

ed: Max. s| in port limits is 4 knots. 
MAX. SIZE: eS Re 

Position 1 (External Berth, South Pier): 26 m. (85 ft.) depth, for tankers 
up to 300,000 d.w.t., with max. draft of 23 m. (75 ft. 05 in.). 

Position 2 (Internal Berth, South Pier): 19 m. (62.32 ft.) depth, for 
tankers up to 155,000 d.w.t., with max. draft of 18.0 m. (59 ft. 01 in.). 

Position 3 (External Berth, North Pier): 19 m. (62.32 ft.) depth, for 
tankers up to 150,000 d.w.t., max. draft of 19.0 m. (62 ft. 04 in.). 


BRAZIL 


Position 4 (Internal Berth, North Pier): 13.7 m. (45 ft.) depth for tankers 
up to 65,000 d.w.t., max. draft 13.0 m. (42 ft. 08 in.). 

HEALTH: Port doctor visits all ships on arrival and requires Maritime 
Declaration of Health, Derat Certificate, 2 Crew Lists. Vessels from 
another Brazilian port automatically receive Free Pratique and should 
not fly Quarantine Flag. If suspected disease or fever on board it is 
advisable to cable Agent before arrival. 

RADIO: Vessels bound for Sao Sebastiao should advise their ETA 48 
hours prior to arrival to PPR (Rio Radio Government Coast Station). 
Confirmation or change of ETA should be cabled 24 hours before arrival. 
When within range, tankers may also call TEBAR or Fronape’s Agency 
VHF radio-telephone stations for instructions. All ETA’s should indicate 
whether it is local time or GMT. 

English is generally understood by Pilots and terminal representatives. 
Weather forecast as well as Notice to Mariners are transmitted by PWZ 
and PPR radio stations. Radio equipment should not be used at the 
piers. Communication ship-to-shore will be by telephone. 

TUGS: Owned by Petrobras: 

13,170 b.h.p.— Bollard pull 40 tons (twin motors equipped with 
controlled pitch propellers — Seize). 

23,720 b.h.p. — Bollard pull 40 tons (twin motors equipped with Voith 
Schneider system). 

Privately Owned: 

12,170 b.h.p. — Bollard pull 32 tons (twin motors equipped with 
Schottel system). 

While rendering such assistance, the tugboats act under orders of 
Harbour Pilot. These tugs are fitted with fire pumps and monitors 
(including mechanical foam to assist in fighting fires. The following ship’s 
whistle signals code is used for tugs communications: 

Calling: 
4 long blasts followed by 1 The number of short blasts will call 1 or 
or 2 short blasts. 2 tugs respectively. 
Before Towing Line is Made Fast: 
2 short blasts Prepare to push on the bow or to pick up 
line from ship's bow. 
Prepare to push on the stern or to pick 
up line from ship's stern. 
After Towing Line is Made Fast: 
1 long blast Pull to starboard 
2 short blasts Pull to port 
3 short blasts Stop pulling 
Manoeuvring Alongside Ship's Hull: 
1 short blast To pull 
2 short blasts To push 
Other ship's whistle signals are used for auxiliaries boats. 
Calling: 
2 long blasts followed by 
1 short blast 
1 long blast followed by 
1 short blast 
‘ All orders received by tug will be acknowledged with a distinct short 
last. 
‘ As eS are provided with VHF, manoeuvring orders may be given 
y radio. 

Usually orders to fore tug are given by a mouth whistle and to aft tug 
by ship's whistle. 

Tugs are fitted with flashing signal lamps. 

Circular: \nstructions for employment of tugs during pilotage operations 
at the “Almirante Barroso” Maritime Terminal (TEBAR): 

1. To operate at “TEBAR” vessels over 15,000 d.w.t., should have 
tug of at least 15 tons bollard pull. 

2. The employment of tugs with adequate power is compulsory as 
from the i pelg tenet Area, both when berthing and anchoring 
at the Waiting Area. In case the vessel is without propulsion, a 
minimum of 3 tugs should be employed, 2 forward and 1 aft, with 
tow line fast. 

3. During the unberthing operations of vessels of any given tonnage, 
the employment of at least 2 tug boats of adequate power is 
compulsory. 

4. During berthing operations under normal conditions, the number 
of tugs to be employed should be, at least, the number of tugs 
indicated in table and as many as may be necessary to meet the 
following minimum requisites of bollard pull. 

5. When for the sake of safety the Pilot may consider necessary a 
number of tugs beyond the number mentioned, he may act 
accordingly, justifying same, shortly therafter, in writing to the 
Delegate of the Captaincy in Sao Sebastiao. 

6. When the condition of the sea, intensity of the wind or the visibility 
stop operations, the Pilot's Association should officially inform the 
Delegacy in Sao Sebastiao, accordingly. 

7. The Agents of the companies engaged in the services of tugs at 


3 short blasts 


To call small craft or Pilot (launch) 


To call motor-boat (launch) 


“TEBAR" should submit to the Delegacy and the Pilot's 
Association in Sao Sebastiao copies of the static pull referring to 
each tug. 
Deadweight Static Minimum number of Tugs 
Tons Traction Outer berths Inner berths 
(<x 1000) in tons P41 P3 P2 P4 
up to 15 19 2 2 2 2 
15 to 30 30 2 2 2 2 
30 to 65 40 2 2 3 4 
65 to 100 50 2 3 4 _— 
100 to 135 60 <} 4 4 — 
135 to 200 70 4 4 4° _ 
200 to 250 90 4° -- — — 
250 to 300 100 4° — — — 
300 on 130 4 _ — — 


*Should extra tugs be available employment is recommended. 
GENERAL CARGO WHARF: Commercial Quay: Length 150 m., depth 
8.2 m. 6 bollards for berthing, spaced 30 m. apart. Fresh water available, 
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3 hydrants, capacity 10 cu.m.p.h. each. Fuel available by road tanker in 
small quantities. 

Warehouses/Open Storage Areas: The covered storage area, available 
in the port area is 2,000 sq.m. and has a capacity of 12,000 cu.m. The 
open storage area for containers in the port area is 20,000 sq.m. and 
for heavy lifts 24,000 sq.m. 

The storage area outside the port area, covered and open, is 
10,000 sq.m. and belongs to the Companhia Nacional de Armazens 
Gerais Alfandegados (National Bonded General Warehousing 
Company). 

There are no cold stores or silos on the port quay. 

Cranes: 1x25 ton (private), 1x50 ton, 1x22 ton, 1x16 ton, 1x12 ton 
and 44.5 ton. 

Stackers: 21 x2 ton — 13.5 ton. 

MEDICAL: Medical treatment and/or hospitalisation, if required, is 
provided in the private local hospital. Dentists are available in the area. 
For emergency cases (serious illness or injury) TEBAR first medical aid 
may be requested by the Master. Internal telephone number is 232. If 
patient does not speak Spanish or Portuguese, an interpreter should 
accompany him. 

TANKERS: The pier is located on the Western edge of the channel 
between the shore and Sao Sebastiao Island. Safe access for large 
tankers is possible through the South Entrance but smaller tanker of 
draft 35 ft. or less may enter through the North Entrance. 

The head of the jetty which is “T” shaped is 1,690 m. (5,544 ft.) from 
the shore, in position Lat. 23° 48.2’ S., Long. 45° 23.3’ W. 

The South Pier is 510 m. (1,673 ft.) length and the North Pier 380 m. 
(1,246 ft.). 

Also see “Max. Size”. 

Loading Arms: (Oweto Type). 
Berth No. 1 4x16 in. 
2x12 in. 
Berth No. 2 3x16 in. 
2x12 in. 
Loading Hoses — Connections: 
Berth No.3 1x10in. 
1x 8in. 
2x 6in. 
110 in. 
1x 8in. (cargo) 
2x 6in. (diesel oil/fuel oil) 

Reducers are available in the Terminal. 

Maximum Height: Max. height of hoses above platform: Position 1: 
21.5 m. (70 ft.); Position 2: 17.8 m. (58 ft.); Positions 3 and 4: 16m. 
(52 ft.). 

Pipe-lines: 2X34 in. diameter pipe-lines, 2,300 m. (7,500 ft.) link the 
South Pier to the shore tanks. 2x24 in. diameter pipe-lines, 2,000 m. 
(6,500 ft.) link the North Pier with the shore tanks. 

LOADING: Maximum Permissible Pressure: Both piers 10 kg./sq.cm. 
(150 p.s.i.). 

Pumping Rates: South Pier: 100,000 bbis.p.h. if using two 34 in. lines 
and 3 or 4 hoses; up to 50,000 bbis.p.h. if using one 34 in. line and 
3 or 4 hoses. 

North Pier: Up to 48,000 bbis.p.h. if using two 24 in. lines and 2 hoses; 
up to 24,000 bbis.p.h. if using one 24 in. line and 2 hoses. 
BALLAST: Brazilian laws are very strict in regard to the pollution of 
harbour and coastal waters. Vessels should not discharge dirty ballast, 
ashes, refuse, etc., into the water. Heavy fines are imposed for violations. 
All overboard discharge valves from cargo tanks and bilges are to be 
secured before any loading or discharging commences. All deck 
scuppers should be plugged to avoid harbour contamination should an 
oil spill occur. To offenders, fines will be charged (besides resulting 
delays) according to the ship's tonnage. Facilities for receiving dirty 
ballast are available. However, amount is dependent on space in shore 
tanks at the time. Capacity of tanks 12,000 cu.m. (75,000 bbis). 

The Terminal is particularly interested in having vessels complete the 
deballasting operation promptly in order to minimise time at berth. 
Simultaneous discharging/loading and deballasting/ballasting is 
encouraged on properly equipped vessels. 

FRESH WATER: Fresh water can be supplied if necessary; however, 
supplies are limited to essential requirements (up to 400 tons). 
Rates: Minimum 91 t.p.h. Maximum 148 t.p.h. 

FUEL: The Terminal is equipped with blending valves and is able to 
deliver bunker ‘“C”, fuel oil, marine gas oil, marine diesel oil and 
intermediates of any grade — concurrently with working cargo at 
international prices. 

The supply rates are about 300 t.p.h. for bunker “C”, 180 t.p.h. for 
M.G.O. and 450 t.p.h. for intermediates. 

Orders for bunkers should be placed, with a minimum of 48 hours 
notice to: 

Divisao de Abastercimento a Navios — Departamento Comercial, Av. 
Republica do Chile 65, 19.° andar, Rio de Janeiro — Brazil. Telegraphic 
Address: Petrobrasecope. Telex: 031422 and 031423. 

Lubricating Oils: Orders for marine lubricants should be placed at least 
15 days in advance and subject to confirmation to: Petrobras 
Distributidora, Praca 22 de Abril, 36, 4.° andar, Rio de Janeiro — Brazil. 
Telegraphic address: Petroedipe Telex: 031422, 031423 and 031424. 
Tel: 242-9381 and 242-4901. 

Simultaneous Bunkering and Discharging Operations: Considering that 
the loading/discharging hoses cannot be crossed with bunkering hoses, 
the simultaneous bunkering and discharging operations will depend on 
the position of the ship's bunkering manifold. If the ship has 2 bunkering 
manifolds — 1 on each side of cargo manifold — the bunkering and the 
discharging may be effected at the same time. However, if a tanker has 
only 1 bunkering manifold at each board (located to the aft part in relation 
to cargo manifolds), this simultaneous operation will only be possible if 
the ship, is berthed port side at position 3 or starboard side at positions 
1, 2 and 4. Alternatively, upon completion of loading/discharging the 
ship will have to be shifted a few metres forward to receive bunkers. 
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(cargo) 
(diesel oil/fuel oil) 
(cargo) 
(diesel oil/fuel oil) 


(cargo) 
(cargo) 
(diesel oil/fuel oil) 


Berth No. 4 (cargo) 


CONSULS: No consular representatives are reported to exist in the 
area. 

REPAIRS: Some repairs of minor nature can be effected in Sao 
Sebastiao. When alongside pier, vessels must maintain engines and 
propulsion machinery in readiness to leave the berth under full power 
on short notice. No repairs are permitted which would interfere with this 
requirement. The ship repairing firms usually have branch offices in Sao 
Sebastiao which are able to undertake many kinds of small repairs. 
If necessary they can avail themselves of personnel of Santos or Rio 
de Janeiro branches. 

SURVEYORS: Petroleum Inspectors: None available in Sao Sebastiao. 
If required, arrangements should be made well in advance. A 
representative of Chas. Martin and Co. is based in Rio de Janeiro and 
E. W. Saybolt & Co. in Santos. 

GANGWAY/DECK WATCHMEN: Compulsory. 

CUSTOMS ALLOWANCES: For each Crew member, 2 packets of 
cigarettes and 1 bottle of wine or spirits. While the vessel is in port, 
Brazilian Custom’s Officials are assigned on board to ensure compliance 
with Customs Regulations. Meals must be supplied to these cials 
during regular meal hours. Brazilian laws are strict in regard to smuggling 
and Masters are requested to instruct their crews not to take cigarettes 
or other articles ashore. Cigarettes in carton lots, cigars, tobacco, 
alcoholic drinks, souvenirs, etc., should be collected prior to arrival in 
port, listed with the items in the slop chest and placed in the custody of 
the Master for deposit in the slop chest or closet which will then be 
sealed for the duration of the vessel's stay in port. By no means will any 
commercial transactions be tolerated, be it either among terminal 
employees, crew members or anyone else. Cigarettes or other stores 
in bond can be obtainable in Sao Sebastiao. 

REPATRIATION: Possible, but involves lengthy car ride to Sao Paulo 
or Rio de Janeiro. 

AIRPORT: At Sao Jose dos Campos and Sao Paulo. 

TIME: Local time is GMT minus 3 hours. 

HOLIDAYS: 20th January (Sao Sebastiao Day). 
POLICE/AMBULANCE/FIRE: Police Tel: 521-400. Fire (Petrobras) 
Tel: 522-711 or VHF Channel 16 to Tebar. 

TELEPHONES: No service at the Commercial Quay. At Tanker Terminal 
there are telephones in the control room. 

SHORE LEAVE: The access pier is 1,600 m. long. The crew can use 
it to get ashore, but special passes are required for this purpose. There 
is, however, a launch service provided by Agent. 

GARBAGE DISPOSAL: Collection service is available; drums and 
plastic bags should be provided by vessel. Garbage services are 
contracted by Petrobras. Charge not relevant. Collections possible all 
days, must be required through ship's agent. 

WASTE OIL DISPOSAL: Petrobras Terminal receives waste oil from 
slop tanks of ships. Shore tank capacity 11,000 cu.m. Barges and tanker 
trucks not available in Sao Sebastiao, but in special circumstances can 
be arranged through ship's agent. 

SEAMAN’S CLUBS: No seaman’s clubs in the port. 

Shops, international telephone, church services, football matches, 
dances and other facilities are available in the city. 

CURRENCY: Local currency is the Cruzeiro (CR$). No currency 
restrictions placed upon seafarers. 

REGULATIONS: The passage of vessels through Sao Sebastiao 
Channel by other than those destined for the port itself is prohibited. 

Craft not directly engaged in the port's traffic should navigate at a 
minimum distance of 150m. from the Maritime Terminal and from 
vessels alongside and at anchor. 

Skin diving and underwater hunting are prohibited in the area assigned 
as being the Port of Sao Sebastiao. 

The line between Pontinha Lighthouse and the Cais Comercial 
(Commercial Quay) should be kept permanently clear due to the traffic 
of ferry boats. 

The passage through the Sao Sebastiao Channel of foreign flag 
vessels other than those destined for the port itself is prohibited. 

The maximum speed allowed between the limits of the port of Sao 
Sebastiao for vessels over 1,000 d.w.t. is 8 knots. 

Craft and vessels berthed on the external side of the Cais Comercial 
(Commercial Quay) and Maritime Terminal, on both sides, should 
maintain vigilance and be manned. 

All vessels which, for any given reason, may have to stay in the 
channel and port of Sao Sebastiao for more than 1 week, should 
communicate in writing to the Delegacy of the Port Captaincy the reason 
surrounding the fact and informing at the same time the expected time 
of stay. 

GENERAL: 

Brazilian Flag and Others: \n accordance with international practice, 
quarantine signals must be displayed by vessels when approaching 
Brazilian ports. These signals shall be displayed continuously until Free 
Pratique is granted and are: sunrise to sunset — quarantine flag 
“Quebec”; sunset to sunrise-signal lights red over white. 

Tankers will display the red flag “Bravo” during the day and a red 
light during the night throughout their stay in port indicating inflammable 
or explosive cargo. 

In addition to quarantine signals which are to be shown until Free 
Pratique is granted, the Brazilian Flag must be flown from foreign 
vessel's foremast throughout the vessel's stay in port. 

Vessels must provide themselves with this flag before arrival but if 
circumstances render this impossible, the flag may be supplied by ship's 
Agent. 

The Brazilian Flag must be of proper size, according to the d.w.t. of 
the vessel. 

National Holidays: By order of the local Port Authorities it is requested 
that all ships in port must be fully dressed on the following National 
Holidays: 7th September and 15th November. 

Watches: An efficient watch must be maintained on board the ship, deck 
and engine room and a sufficient number of crew members should 
always remain on board to cope with emergency or port operation 
situations. 


Ratguards: Ratguards must be placed on all mooring lines. 
Visit of Authorities: In case the ship enters and berths directly, the official 
visit of Authorities together with the Agents will take place as soon as 
she is tied up and the gangway is lowered. However, if the ship is not 
berthed immediately upon arrival (e.g. in view of the pier being occupied, 
or any other reason), the visiting party will proceed to the ship by motor- 
boat as soon as she drops anchor. If the ship arrives after 2100 hrs. it 
is possible that Authorities will decide to visit the ship next morning at 
0800 hrs.; however, the ship is authorised to operate normally and crew 
members are allowed to go ashore. 
Seamen Left Ashore: Ships are not permitted to sail until all crew 
members are on board. Should, however, a crew member definitely not 
be found, his passport (or seaman card) and his international vaccination 
certificates must be given to the Agents, together with a letter requesting 
him to be repatriated. 
Weather and Tide Conditions: The weather at Sao Sebastiao is generally 
very favourable; however, strong winds and currents are frequent mostly 
during winter. 128 km.p.h. wind was registered in 1982. Swell is not 
observed in the channel. The winds are unpredictable for more than a 
few hours in advance; usually it blows from N.N.W. or S.S.W. As regards 
rain, the annual precipitation averages 2,000 mm. The visibility is mostly 
fair, although in Autumn and Winter it may become rather poor in the 
early morning. The temperature ranges from 15°C (59°F) in July to 39°C 
(104°F) in January. The relative humidity of the air is usually high, often 
exceeding 85%. The normal range of tides is around 1.2 m. (4 ft.). 
Although higher ranges of 2 m. (6.5 ft.) have been noticed during Spring. 
The currents are irregular but usually follow the direction of the wind; 
according to the intensity and the duration of the wind, the drift may 
range from 1 to 4 knots. 
Safety Precautions in Case Imminent Bad Weather: 
(a) Wind speed in excess of 30 knots and/or currents more than 
3 knots. 
Permanent inspection of mooring system. 
Pilot, tugboats and longshoremen in readiness. 
1 tug to be alongside ship berthed in PP-1 and another 
alongside ship berthed PP-3. 
Engine room-ready. 
Steam fed to winches. 
Reduce surface exposed to wind. 
Discontinue unloading and disconnect loading arms. 
(b) Wind speed in excess of 50 knots and current of more than 
4 knots. 
Do not loosen winch brakes to try to run cables. 
Man manoeuvring station. 
Call Pilot, tugboats and longshoreman. Discontinue loading/ 
unloading operation. 
Increase torque on brakes. 
Pass extra mooring lines. 
Disconnect loading arms. 
Remove gangways. 
Derat Certificate: |n case the Derat Certificate has expired and needs 
to be renewed, a radio message should be sent to the Agent a few days 
before arrival, so that they are able to make the necessary arrangements 
with the Sao Sebastiao Port Health Inspector. 
Renewal of Vaccination Certificates: For the same reason mentioned 
above, the Master should send, beforehand, a radio message stating 
how many vaccinations of each kind will be required. The vaccinator 
has to come from Santos. 
Passengers: Passengers will be permitted to disembark if in possession 
of the required visa and documents for identification. 
Visitors: Only the personnel duly authorised by Port Authorities may 
come on board the ships; this excludes all visitors. Relatives of crew 
members may obtain from Port Authorities a licence to go on board. 
Constant Readiness: During the time the ship is berthed alongside, her 
engine and propulsion machinery should be in readiness to leave the 
berth on short notice. No repairs are permitted which would interfere 
with this requirement. 
Smoking: Smoking in open areas of the ship and on the pier, is strictly 
forbidden. The crew are not to throw lighted cigar or cigarette ends 
overboard. 
Photography: The taking of photographs within the terminal is prohibited. 
Emergency Towing Wires: 2 towing wire ropes should be always 
hanging to the water's surface so that the tugs can easily make fast 
should an emergency arise. 
Gangways: All ships calling at Sao Sebastiao must provide a safe 
gangway. Authorities may refuse to board the ship if a safe gangway or 
accommodation ladder is not provided. At night, the pilot ladder must 
be adequately lit. The terminal is not equipped with platform ladder. The 
Ship's ladder must be used. 
Lifebuoy: A lifebuoy with 15 fathoms (27 m.) of rope should be kept 
nearby the gangway for use in case of emergency. 
Ship's Fire-fighting Equipment: At least 2 fire hoses should be 
connected to hydrants on main deck: 1 forward and the other abaft the 
cargo valves manifolds. A third hose with an NPU nozzle and 
2 mechanical foam containers should be kept nearby the pump-room. 
The ship's main fire-extinguishing system should be kept under constant 
Pressure. 
Minimum Draft for Safe Manoeuvring: Although the amount of ballast 
carried on vessels is at the Master's discretion, the table below is 
recommended as a guide: 
Vessels of 30 — 40,000 d.w.t. draft for'd 16 ft. aft 20 ft. 
Vessels of 40 — 50,000 d.w.t. draft for'd 18 ft. aft 24 ft. 
Vessels of 50 — 70,000 d.w.t. draft for'd 20 ft. aft 28 ft. 
Vessels of 70 — 100,000 d.w.t. draft for'd 24 ft. aft 32 ft. 
Vessels over 100,000 tons should be ballasted to approximately one 
third of the vessel's deadweight. 
Bond Wire: Before the connection of shore hoses, the bonding wire will 
connected, by a terminal employee, to ensure a good grounding 
electric contact. 
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Boiler Tubes and Sparks: Whilst alongside the pier, no boiler soot 
blowers may be used. The use of derricks is also forbidden (excepting 
the poop derrick, when lifting stores, provisions, etc.). Likewise, the use 
of objects and/or tools which may cause sparks is also forbidden. 
Fire Signal: Should fire break out in any part of the ship, the fire alarm 
should be given: a continuous sounding of 7 short blasts on the whistle, 
followed by a long one. 
Transportation of Stores, etc., from Shore to Ship: The terminal does 
not permit the carriage of items through the jetty. Consequently, the ship 
has to use the services of a motorboat, or a tugboat or of a floating craft 
(which is towed to the ship's side). The motorboat or the tugboat may 
only approach the ship by the sea side. No derricks may be used, 
although the terminal has no objection to the use of the poop derrick or 
crane (sea side). Depending on the nature and the weight of items 
involved, they may be taken on board using the gangway (sea side). 
Provisions and Stores: Provisions and stores are supplied by 
shipchandlers contracted directly by Owners or Masters or through the 
Agents. Usually they have to be brought from Santos, which requires a 
radio advance request, in view of the distance involved. It is hoped that 
in the near future provisions and stores in large quantities may be easily 
obtainable in Sao Sebastiao. Some items may be obtained in 
Caraguatatuba. 
Radio Equipment: When the tanker is berthed, its main transmitting 
aerials should be earthed. 
Laundry Facilities: Available at Sao Sebastiao. 
Communications: Telex and telephone available at the Agencies and at 
the terminal. 
Rubbish: Garbage bins are available at the Commercial Quay for 
berthed tankers and anchored vessels, garbage bins are available 
through boat acquired by Agent. Dry garbage facilities available for 
anchored and berthed vessels using boat acquired through Agent. 
Oil Pollution: The terminal is equipped with a system for oil pollution 
fighting in the sea. 

Compensation for oil pollution damage caused by tankers and cost 
of fighting pollution performed by terminal are owner's liability. 


SHIPMASTER’S REPORT: 

Pilotage: Vessels normally sail and arrive by the Southern Entrance. 

Anchorages: The holding ground for VLCCs is not very good, but 

appears good for smaller vessels. (We had 3 cases of ships dragging 

during our two and a half weeks stay, all VLCCs.) The current runs 

Northerly or Southerly depending on the wind. 

Tugs: 5 tugs normally used for berthing and unberthing irrespective of 

vessel's size. 

Medical: Dental and routine medical matters available. Specialists are 

ae some miles away. For inoculations the doctor comes from 
antos. 

Fresh Water: Rates are dependent on number of vessels watering and 

can be as low as 10t.p.h. 

Customs Allowance: 2 cartons cigarettes per man. Customs no longer 

stay on board the vessel. 

Repatriation: \s possible, but involves lengthy car ride to Santos or Rio 

de Janeiro. The best and nearest airport is outside Sao Paulo, where 

international flights are available. This is quicker than going to Rio. 

Telephone: Available in jetty control rooms. 

Shore Leave: When berthed the Agent can arrange a minibus service 

from the T-head of the jetty. 

Port Regulations: Vessels throwing or discharging anything into Brazilian 

waters are subject to a fine equalling 2% of the minimum Brazilian basic 

wage multiplied by the vessel's gross tonnage. Garbage disposal is 

difficult to arrange and they will only accept dry garbage. 

General: Communications are poor, no telex and messages have to be 

telephoned to Santos. Best method is to use ship’s equipment when at 

anchor. 


AUTHORITY: Petroleo Brasileiro S.A. - PETROBRAS. 

Head Office: Av. Republica do Chile, 65, 23°, Andar, ZC-06, Caixa 
Postal 809, 20000 Rio De Janeiro — RJ, Brazil. Tel: 221-5577. 
Telex: 31.422. 

Transportation Department: Av. Republica do Chile, 65, 12°, Andar, 
20035 Rio De Janeiro — RJ.Tel: 221-5577 — Ramal 2401 

Terminal Maritimo Almirante Barroso: Av. Guarda-Mor Lobo 
Vianna 1111, C.P. 187, Sao Sebastiao, Sao Paulo, CEP 11.600, Brazil. 
Tel: (0124) 522.711. Telex: 124756. Cables: Tebar — Petrobras. 
FAX: (0124) 522279. Contact: Jose Daniel Brossi, General Manager. 
Antonio Carlos Matos Da Silva, Marine Assessor. 

Secretaria dos Transportes do Estado de Sao Paulo, Avenida Dr. 
Altino Arantes No. 410, Sao Sebastiao. Te/: 52-1524, 52-1338. 

Capitania dos Portos, Avenida Dr. Altino Arantes No. 544, 
Sao Sebastiao, C.E.P. 11600-000. Te/: (0124) 52-1555, 52-1550. 
FAX: (0124) 522518. Contact: Captain Luiz Alberto Sousa Ferrao, 
Harbour Master. 


SEPETIBA BAY, (Guaiba Island and Ilha Madeira): 
22.56 S. 43.50 W. (See Plan) 


See “General” before first port. 

LOCATION: About 50 miles West of Rio de Janeiro, is the site of a bulk 
iron ore terminal located off the S.E. end of Ilha Guaiba about 7 miles 
due North of the bay entrance. 

APPROACHES: Access Channel: The distance from the entrance at 
the bar to the port is 22 km. The Access Channel is dredged to 22.5 m. 
as far as the Manoeuvring Basin in front of the quay, where the depth 
is 12.2 m. 
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PILOTAGE: Compulsory for all ships entering the bay and berthing and 
unberthing at the ore facility. Pilots board in the vicinity of 
Lat. 23° 08’ 39” S., Long. 44° 04’ 36” W. A pilot ladder, boat rope, and 
gangway must be properly rigged with the landing platform of the 
gangway lowered to within 5 m. (16.5 ft.) of the water. Adequate lighting 
should be provided at night. 
ARRIVAL INFORMATION: Vessels bound for Baia de Sepetiba should 
send an ETA to their Rio Agents, via Rio Radio, six days, 48 hours, and 
24 hours prior to arrival. Any significant change in this ETA should be 
corrected as soon as possible but not less than 8 hours prior to arrival. 
Also see “VHF”. 
ANCHORAGE: In the vicinity of the Pilot boarding area. Ships should 
not proceed beyond this point unless a Pilot is aboard and instructions 
have been received from Sepetiba Marine Operations to proceed. 
MAX. SIZE: Ore: Max. draft 21.98 m. Max. air draft 21.6 m. Max. beam 
54 m. 
HEALTH: Radio Pratique should be requested 72 hours prior to arrival 
by transmitting a quarantine message to the Port Health Authorities 
through the the ship’s Agent. This message should contain the following 
information: name and nationality of vessel; last port of call; number of 
crew and passengers; general conditions of health on board. Also see 
“General” before first port. 
VHF: Vessels are requested to contact Sepetiba Marine Operations 
directly when within VHF radio-telephone range. Channel 16 is the 
calling channel and 11, 12 and 13 are the working channels. Anchoring 
or berthing instructions should be requested 4 hours prior to arrival or 
when within VHF radio-telephone range. 
TUGS: Tug assistance is compulsory for all manoeuvring in the vicinity 
of the pier and 3 powerful twin screw tugs (4,000 h.p.) are available for 
this purpose. All ships should be equipped with a wire cable tow line 
with a nylon pendant. Radio-telephone communication is maintained 
between the tugs and the Pilots on Channel 6. 
BERTHING: Ore: Guaiba Island facilities consist of a deep-water pier 
located about 400 m. (1,312 ft.) South of the island. The South Berth 
has a depth of 24 m. (78.75 ft.) alongside and the North Berth has a 
depth of 19 m. (62 ft.). A mooring dolphin at the West end of the pier 
provides an overall mooring length of 470 m. (1,541 ft.) alongside the 
South Berth. Bollards are spaced along both pier faces and quick release 
hooks and capstans are fitted for breast, bow and stern lines. 

Also see “Shipmaster's Report” — dated May 1980. 
Coal: Madeira Island — Terminal completed and fully operational. 
Operator: Companhia Docas do Rio de Janeiro. 
Berth: All bulk cargoes are handled at the single pier, length 540 m., 
width 39.25 m. This pier permits the berthing of the following vessel 
arrangement options: 
(1) 190,000 d.w.t. on the North side and 1 65,000 d.w.t. on the South 


side. 
(2) oe d.w.t. at North side and 265,000 d.w.t. on the South 

side. 

ee of water is 15.0m. on South side and 12.0 m. on North 

side. 
Cranes: 21,500 tonnes/hr. and 2800 tonnes/hr. grab unloaders for 
coal and 1300 tonnes/hr. sucker for alumina. 
Conveyor Belt: 2x 4,500 tonnes/hr. for coal and 1300 tonnes/hr. for 
alumina. 
Piling Equipment: 2 stackers x 4,500 tonnes/hr. each, 2 reclaimers x 
3,000 tonnes/hr. each, 1 train loading silo x 2,000 tonnes/hr. 
Centralised Control: Equipment is controlled by an automated main 
Control Centre which supervises operations. 
Storage and Warehousing: 360,000 tonnes of material can be stored 
on a 2.5 million sq.m. storage yard. 
Rear Stacking Area: Reserved for cargo (coal, ore, solid and liquid bulks) 
— 5,050,000 sq.m. Reserved for the administration, maintenance and 
services — 800,000 sq.m. Reserved for small industries associated with 
the port activities — 1,200,000 sq.m. 
General: Sepetiba operational system enables coal handling capacity in 
the order of 5.4 million tonnes/year and 160,000 tonnes/year for 
alumina. Sepetiba is also prepared to handle coke, scrap iron, zinc as 
well as other solids. 

Also see “Report” — dated August 1984. 

BULK HANDLING FACILITIES: Ore: One travelling shiploader serves 
both berths and has a boom clearance of 22 m. (72 ft.) at shipside and 
max. outreach of 29.9 m. from fender line. Travel of loader 250 m. Ore 
is stacked in a storage area and is delivered to the shiploader by 
conveyor belt which is loaded by either of 2 stackers having an average 
capacity of about 7,000 tonnes per hour each. 
Coal: See ‘“Berthing” and “Reports”. 
MEDICAL: Nearest hospital at Itaguai. 
DENSITY: 1025. 
FRESH WATER: Available. 
FUEL: Supply is planned. 
AIRPORT: Santa Cruz. 
TIME: GMT minus 3 hours. 
HOLIDAYS: No port work on 1st May and 2nd November. 
TELEPHONES: Connection possible on request. 
GENERAL: Charts: Brazilian: 1601, 1602, 1603, 1608, 1610 and 1623. 
British: 1683 and 3970. American: H.O. 24155, 24160 and 24164. 


SHIPMASTER’S REPORT: Ore Berth: May 1980. 
Agents: 

(a) Mineracoes Brasileiras Reunidas, (the operators and loaders). 
Av. Graca Aranha, 26, 17th Floor, Rio de Janeiro. Tel: 222-5171. 
Cables: “Brasilore”. 

(b) Buarque & Cia, (ship's Agent appointed by the Solmer contract), 

Rua de Rosario, 113, P.O. Box 1542, Rio de Janeiro. Telex: 2121300 
BUCL. Cable: “Joarce”. Tel: 221-2210, 221-9961. 
Arrival Telegrams: According to the charter party, telegraph “Brasilore”’ 
and “Joarce” when leaving the previous port of call, and repeat 72 hours 
and 24 hours prior to arrival. During the last 24 hours, a change of one 
hour or more in ETA must be reported. 
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Radio clearance is requested through the intermediary of BUARQUE 
to whom it is necessary to quote in the 72 hours telegram the following: 
last port of call, number of crew members, passengers, state of health, 
date of Derat Certificate, name of Master. 

BUARQUE replies to the first ETA telegram indicating the possibilities 
of direct entry or waiting. As MBR remains silent, it is advisable to ask 
BUARQUE to confirm the tonnage to be loaded and the quantity, more 
or less, of each type of ore involved. Olinda/PPO (Recife) and Rio/PPR 
stations are normally used. Good easy connections and no delay. Olinda 
is particularly well placed for communications with vessels approaching 
from the North. 

if the crew members have no Brazilian pass (even if made out in 
another port) ask for a photographer. 

General Information: 

The Port of Sepetiba, opened to ore traffic in 1974, belongs to 
Mineracoes Brasileiras Reunidas (MBR). It is the maritime outlet for a 
group of mines located some 1,200 km. inland. 

Situation: The terminal is located at the S.E. end of the island of 
Guaiba, in the East part of the Bay of Ilha Grande (Large Island), some 
50 miles to the West of Rio de Janeiro. 

The island is connected to the mainiand by a railway bridge which 
brings the ore for shipment. 

The terminal administrative office is on Sai beach, 5 miles to the N.E. 
(and 120 km. from Rio by road). 

Local Time: GMT minus 3 hours. 

Pollution: Deballasting at sea only. The Authorities make pressing 
recommendations to avoid pollution, warning that fines are heavy and 
not alterable. 

Monetary Exchange: Only at the Agency can cruzeiros be obtained, 
but dollars are much sought after on land, even by small traders. 
Advantageous exchange rate. 

Navigation: 
Charts: Brazilian — 1601, 1602, 1603, 1608, 1610. 
British — 3970, 1683, 3970 
American — HO 24155, 24164, 24160. 

Landfall: No difficulties, using the mountains which are around the 
entrance: Ilha Grande to the West (1,037 m.) and Ilha de Marambaia to 
the East (620 m.). 

Access: The approach channel, is in two straight parts, and is 
7.6 miles long. Buoys are not very visible either by day or by night, but 
perfectly detectable on radar. 

The width of the channel varies from 280 m. up to Buoy No. 7; 580 m. 
at Buoy No. 9 (bend); 330 m. up to Buoy No. 13; and then widens out 
into a manoeuvring basin 1.8 miles long and 0.5 miles wide. 

Draft: The channel has been dredged to 22.5 m., and the manoeuvring 
basin to 24.5 m. Vessels drawing 21.5 m. have used it on sailing. The 
Pilots recommend drafts forward of 30 ft. and aft of 36 ft. for the entry 
for a vessel of the tonnage 122,000 d.w.t. 

Currents: Along the coast, coming from the East, weak and 
counterclockwise. Inside, tidal currents may reach 1.5 knots. 

Tides: Twice a day but not equal every day. Tidal rise about 1 m. 

Times of entry and sailing: Night and day. 

Maximum vessel dimensions: Within the limit of the practicable draft 
of 21.5 m. No length restriction. 

Pilotage: Compulsory. The Pilot boards between 1 and 2 miles from the 
deny entrance. On sailing, he leaves the vessel between Buoy No. 8 
and No. 6. 

The pilot vessel has a white hull, a red roof and shows an alternating 
red light by night. Max. speed 9 knots. 

Call up on VHF Channel 16, work on Channel 13. 

For embarkation, lower the accommodation ladder to 5 m. above the 
water, and the pilot ladder to 1m. above the water. On leaving the 
vessel, he only uses the pilot's ladder (if the vessel is fully loaded). 

Anchoring: When awaiting the Pilot, vessels can anchor in 24 m. of 
water, 2 miles to the South or S.S.W. of the channel entrance (unmarked 
wreck, at a depth of 19 m. 1.5 miles to the S.E. of the entrance). 

Whilst waiting to berth, the Pilot anchors the vessel, either to the North 
of the second part of the channel between Guaiba Island and 
Mangaratiba Lagoon, in 15m. to 18m. of water. (Four vessels of 
150,000 tons would be able to lie there with ease). Or, to the East of 
Guaiba Island, outside the manoeuvring basin, in 25 m. to 30 m. of water. 

pil is good in all these anchorages, but vessel exposed to the 
swell. 

Tugs: Three tugs of 4,000 h.p. available (MBR 1, 2 and 3). 

The tugs are taken at the entrance near Buoy No. 11. They are 
released on sailing, before Buoy No. 13. 

On entry and sailing, 1 tug forward and 1 astern, each taking 2 lines 
from the vessel. The third comes alongside amidships and passes 
2 lines to the vessel. Communication with the Pilot is by walkie-talkie. 
Berths: The pier is 400 m. long and orientated 238°/058°. It is connected 
to the Island by a bridge approximately 300m. long carrying the 
conveyor belt. Vessels can come alongside on the inside (N.N.W.) but 
for large ships only the outside (S.S.E.) is used. 

Berthing: Inside — starboard to quay 
Outside — starboard to quay after manoeuvring, or portside to the quay 
(according to the current). 

Fenders: Inside — two thicknesses of large tyres. Outside — metal 
panels fitted on thick rubber supports and shock absorbers. When 
heaving off, it is recommended not to slide against these fenders so as 
to avoid damaging them. 

Mooring lines: A strong swell is experienced at the quay, therefore 
good moorings are necessary. 4 lines at the bow, 2 to 4 amidships and 
2 astern. Two launches assist in passing lines. There are windlasses 
on the quay. The wire lines are positioned afterwards. 

Height of Quay: 5 to 7 m. above the water, dependent upon the state 
of the tide. 

Gangway: This is only used after the vessel is fairly well loaded. 
Handling: 

Equipment: A single conveyor belt, movable through 360°, 22 m. 

above water level. Personnel, installation and equipment belong to MBR. 


Advance Arrangements: Come alongside the quay with holds clean 
and open. Opening of hatches can be carried out during the approach 
manoeuvre. Inspection of tanks and slops takes place as soon as the 
vessel is alongside, and a gas-free certificate is issued. 

Working hours: 24 hours. 

Holidays: None. 

Capacity: The gear can supply 7,000 t.p.h. In reality, the nett capacity, 
with stops deducted was 3,100 t.p.h., and more than 40 hours had to 
be worked, stops and weighing included, to ship 120,000 tons. 

Weighing: As the weighbridge was not operating the only check 
therefore was reading the draft marks, fairly approximate as there was 
a swell, carried out by the Master and the draft surveyor (the latter issues 
the gas-free certificate). It appears that it is necessary to watch 
calculations closely, particularly as far as the incidence of sag on the 
deadweight (application on the MBR leaflets of the “Means of means” 
rule which is less favourable than the “two-thirds rule” generally applied 
elsewhere). 

Formalities: 

On arrival: The Agent comes on board with Customs, Health and 
immigration. Whilst the photographer is working, and the inspector 
checks the holds, the following documents are handed over to the 
different authorities represented: 

1 Manifest of Ballast. 

9 Crew Lists. 

2 Passenger Lists. 

5 Stores Lists. 

4 Individual Declarations. 
1 Health Declaration. 

4 Notices of Readiness. 

Photographs for passes are brought back within 2 hours and the next 
morning where a night arrival is concerned. (May 1980 — done on the 
spot using a Polaroid). 

Customs: Seals placed on alcohol and tobacco. No individual 
limitations. 

On sailing the Agent delivers on board: 

2 Gas-free Certificates 
2 Visaed Notices of Readiness, ship's copy 
2 Notices of Readiness, Agency copy 
1 Sailing Pass 
1 Embarkation Pass 
2 Vessel Sailing Passes 
1 Draft Survey Results 
1 Weight Certificate per type of Ore Loaded 
2 Cargo Manifests 
2 Cargo Loading Statements 
2 Cargo Distribution Plans. 
Facilities: 

Shore access: The nearest town is Mangaratiba (7,000 inhabitants). 
To reach it, show your pass at the gatekeeper's office on leaving the 
port, take a bus (a few minutes) to the landing stage at the foot of the 
bridge between the island and the mainland. 

Take the launch (45 minutes) to Mangaratiba. 

From there, another bus goes to Rio (the bus company is EVAL) which 
takes about 3 hours, leaving every 2 hours. The first bus is at 0800 hrs. 
Price 18 cruzeiros. Last departure from Rio at 1800 hrs. (Bus station at 
the corner of the port, at the end of Avenida Francisco Bicalho). 

The Agent arranges the times of departure of the launches with 
vessels’ officers. 

Medical care: At Mangaratiba for urgent attention and minor treatment. 
More serious cases must be handled in Rio. 

Repairs: Small repairs possible using local personnel. For repairs of 
some importance, it is necessary to call in Verolme at Angra dos Reis 
or a shipyard in Rio. 

Stores: Some direct purchases possible in Mangaratiba. Limited 
choice. An order can be sent by telegram to the Agent who will make 
the necessary purchases in Rio, which will involve the cost of transport, 
and therefore high prices, particularly for small quantities. 

Bunkers: None available. 

Fresh Water: Available on the quay, but not drinkable. Output 60 t.p.h. 

Telephones: Connection possible on request to the land network. 

Lifeboat practice: After prior agreement of Port Captain. 


SHIP’S OFFICER'S REPORT: August 1984. Coal Berth. 
Anchorage: There are 3 main anchorages used by vessels awaiting 
berthing at Ilha de Madeira Terminal, Sepetiba Bay. 

The first is the main waiting anchorage which serves the Pta. do Leme 
Oil Terminal, Ilha Guaiba Ore Terminal and Sepetiba Bay. This is 
Situated in the vicinity of Lat. 23° 08.8’ S., Long. 44° 04.5’ W. as marked 
on Chart No. 1683. Pilots will board here. 

The second anchorage is that which the Pilots prefer you to use as 
the waiting anchorage and is situated in the vicinity of Lat. 23° 03.7’ S., 
Long. 44° 03.0’ W. This area is also the preferred boarding station for 
the Pilot as vessels proceeding to Sepetiba Bay do not have the draft 
to require them to use the approach channel to liha Guaiba Ore Terminal. 

The third anchorage area is the main waiting area for vessels bound 
for llha de Madeira Terminal and lies to the South of Ilha Jurubaiba, 
North of the main channel, as marked on Brazilian Chart No. 1623, from 
the vicinity of No. 4 Buoy to the vicinity of the corner to the North of 
No. 5 Buoy Northwards to the Latitude of 22° 58.0’ S. (Approx.). 
Pilotage: Pilotage is provided by the Rio de Janeiro Pilotage Authority 
who should be given the usual long-range ETA's etc., “Sepetiba Pilot” 
should be called on VHF Channel 16/13 from about 4 hours before arrival 
off Pta. de Castelhanos (Lat. 23° 10.2’ S., Long. 44°05.5' W.) for 
Instructions. Pilots will not move vessels in Sepetiba Bay after dark and, 
if there is a ship on the berth at Ilha de Madeira ready to sail they prefer 
to make one operation of it by sailing the outward bound vessel before 
taking in the arriving vessel. Should they require an arriving vessel to 
anchor they prefer it to use the second anchorage mentioned above so 
that they may leave the outward vessel and transfer to the inward ship 
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around that area. Pilotage is compulsory for all ships using the deep 
water channel in Sepetiba Bay. 

Tugs: There are three powerful twin-screw tugs which serve the ports 
in and around Sepetiba Bay. They are “MBR |", “MBR II" and “MBR 
lll". They are apparently based at Itacurca. At Ilha de Madeira Terminal 
they tie up one on the bow, one on the stern and the third assisting as 
required amidships, using ship's ropes. 

Berthing: \\ha de Madeira Terminal is situated on Ilha de Madeira (Lat. 
22° 56.15’ S., Long. 43° 50.2’ W.) and consists of a single long jetty 
lying approx. 086°/266° T. with a connected dolphin each end. The 
Eastern dolphin is also connected to the shore by a bridge in the direction 
357° T. (approx.) which carries the coal and Bauxite belts, service lines 
and the approach roadway. 

The main part of the jetty is 610 m. (approx.) long and can berth two 
ships on the outside which is protected by large pneumatic rubber 
fenders. These berths are served by 4 discharging gantries and two 
belts for the discharge of coal. At present only two of the gantries are 
operational but work proceeds on the other two and they should be 
ready in the near future. Ships berth port side at this jetty. There is a 
berth on the inboard side of the jetty at the Eastern end which handles 
Bauxite. The rest of the inboard side has bollards at the usual intervals 
but has no machinery serving it at present. 

The jetty was opened for use in February 1983 and development 
continues. Further development of the port is projected. 

The present limiting draft for arrival is considered to be 37 ft. with a 
limiting draft alongside of 41 ft. Further dredging etc. is projected to 
improve the approaches. 

Stevedores: Stevedoring appears to be under the control of: Servicos 
Maritimos e Portuarios Ltda., Matriz: Rua de Quitanda 191-5e andar, 
Rio de Janeiro — RJ. Tel: 253 8899 Geral. Telex. 21214915 SMP BR. 
Repairs: All repair firms etc. are located in Rio de Janeiro, hence all 
major work must be done there. Minor work may be carried out in 
Sepetiba Bay. Divers, etc. would come from Rio if required. 

Supplies: All fuel must be obtained at Rio de Janeiro. Fresh water is 
supposed to be available on the berth but the berth is most unwilling to 
supply and only then in very limited quantities. The available hydrant is 
well forward and the shore will provide only sufficient hose to reach the 
deck. This hose is in extremely poor condition. 

Provisions are supplied by road from Rio and appear to be of good 
variety and quality. Bonded stores are available also. 

Services: All services are supplied through or at Rio de Janeiro. 
Communications: There is a good road to Rio de Janeiro and there is 
a rail link. The nearest airfield for international flights is at Rio de Janeiro. 


AUTHORITY: Madeira Island — Cia. Docas do Rio de Janeiro, Porto de 
Sepetiba, Ilha da Madeira, Itaquai, 23.800 RJ Brazil. Tel: 55-21- 
788 1424. Telex: (021) 36338 CDRJ. FAX: 55-21-788 1287. 
Contact: Adacio C.P.Carvalho, Port Manager. 

Guaiba Island — Mineracoes Brasileiras Reunidas S.A., Av. Graca 
Aranha 26, 17th Floor, Rio de Janeiro. Tel: 222-5171. 
Cables: “Brasilore”. 

Mineracoes Brasileiras Reunidas SA (MBR), Sepetiba Terminal de 
Minerios, Ilha de Guaiba, Mangaratiba, Rio de Janeiro State, Brazil. 
Tel: 021 789 1400, Telex: 21 21051, FAX: 021 789 1274. 


SUAPE: 08.24 S. 34.57 W. 


SHIPMASTER’S REPORT: June 1991. 


Vessel: LPG Vessel, LOA 210 m. 

Port: Suape is a relatively new port constructed in the late 1980's, mainly 
for petroleum products, LPG, containers and Roll-on/Roll-off vessels. It 
is situated approximately 50 km. South of Recife. 

As such there are no British Admiralty Charts of the port, although 
the breakwater arm is shown on B.A. Chart No. 3978 as a correction. 
The Brazilian Hydrographic Office do publish a chart of the port, 
however, during our visit it was out of stock in Recife. 
Communications: The vessel had good and early communications with 
the agent in Recife. At our request the agent forwarded details of the 
port, pilotage and anchorage, as well as information gleaned from 
Petrobras regarding the installation and Receiver's requirements. 
Approach: See B.A. Chart No. 3978. 

The plan was to approach the port from the N.E. on a course of 214° 
to pass Cabo St. Agostinho at a distance of 4 miles, then to alter course 
to 255° with Agostinho light bearing 285° by 4.5 miles to take us to the 
pilot boarding ground, 1.5 miles E.N.E. of the breakwater head. 

Position fixing on the approach was easily achieved by radar, Ponta 
de Pedros headland, North of Recife, was positively identified at 30 miles 
and Olinde Lt. sighted at 24 miles. Fixing continued by radar down the 
coast past Recife. Cabo Agostinho was picked up at 24 miles range and 
the light was clearly seen at 18 miles. 

Whilst passing Recife the vessel was called by Recife Pilot Station, 
on VHF Channel 16, requesting confirmation of ETA. Berthing at Suape 
is carried out by Recife pilots who travel down to the port by road then 
use the local pilot boat to board the ship. 

The breakwater arm at Suape was easily identified at 12 miles on the 
radar and no problems existed in making our alteration of course to 
approach the port. 

Our echo sounder confirmed the soundings on the chart. 

Approximately 5 miles from the entrance we were able to contact the 
pilot on VHF Channel 16, shortly after which he left the port to 
rendezvous with us, 1.9 miles E.N.E. of the breakwater. 


(See Plan) 
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The pilot cutter is red hulled, approximately 10 m. in length and well 
found. It was able to come alongside in a moderate Easterly swell at a 
speed of 5 knots. 

Once onboard the pilot discussed the intended berthing, in reasonable 

English, then continued into the port on a course of 255° at 6 knots, 
passing 4 cables North of the harbour arm. 
Berthing: Once inside the harbour entrance, the course was rapidly 
altered to port, the reef, which forms the Western part of the port, being 
only 1,100 m. ahead as the vessel enters the harbour. When on a course 
of 203°, the engines were put full astern and the vessel stopped in the 
water to enable the tugs to make fast. 

Three tugs (2 from Suape and 1 from Recife) were employed for 
berthing. ‘“Mercurius”, 1,200 s.h.p., made fast forward on the port bow 
with one ship's line. “Pegasus”, 2,000 s.h.p., made fast aft through the 
centre lead with 2 ship's lines. “Zeus”, (from Recife) 2,000 s.h.p., pushed 
on the port side amidships. 

The vessel was then brought, using tugs and engines, towards the 
jetty to berth on the East side, starboard side alongside. 

When the bow was approximately abeam of the Chicksan arms, the 
port anchor was dropped and the cable paid out as the vessel came 
alongside. The anchor is used to assist with the unmooring operation. 

It soon became apparent that the vessel was longer than the extreme 
distance between the mooring bollards on the jetty and that the mooring 
arrangement to secure the ship would be somewhat unorthodox. 

Despite it being a new port, the shore mooring facilities were not 
modern. They consisted of standard bollards, no quick release hooks 
and no winches to heave lines ashore. However, the fendering on the 
main platform of the jetty was good, comprising 4 large sprung fenders. 

First lines were the spoolers to the furthest bollards fore and aft. Once 
these were ashore, the pilot competently brought the vessel alongside 
mainly using the tugs. Speed of approach to the jetty being controlled 
by paying out on the port anchor chain. 

Mooring took a long time due to the mooring gang, comprising 4 men, 
having great difficulty in manually lifting our mooring wires onto the jetty. 
The problem was resolved by the ship heaving its own lines ashore, 
using messengers, led around the bollards and back to our winches. 

Due to the size of the ship, head and stern lines had to be sent from 
our main deck and crossed with the springs, and breast lines led from 
the forecastle and pore (See “Plan’’). 

The reason for the second from aft shore bollard not being used is 
that it was utilised by a product tanker on the opposite side of the jetty. 
This meant that 5 lines had to be placed on the aftermost bollard, causing 
handling problems. 

Once secure, the vessel's accommodation ladder was lowered onto 

the jetty for access. There being no shore gangway and no place on 
which to land our D.O.T. gangway. 
Formalities: \mmediately the gangway was down, a large number of 
officials boarded (Customs, Immigration, Health, Agriculture, etc.). The 
official papers required, corresponded very closely to the list given in 
“Guide to Port Entry” under Brazil (‘General’). 

Very little English was spoken by the officials, however, the agent's 
runner spoke excellent English and was extremely helpful in ensuring 
that all went smoothly. 

No problems were experienced and after usual customs were 
observed, the officials left for the return journey to Recife. 

The agents’s runner then assisted the Chief Officer in his goemge 
with the officials from the Receivers (Petrobras), and the surveyors. All 
of whom spoke very little English. 

No problems were experienced during these discussions and the 
computer phat Custody Transfer Report was readily accepted. 

Once all the usual safety documents and check lists had been 
completed pipeline connection began. 

No samples were taken by the shore personnel onboard prior to 

discharge, in-line sampling being conducted ashore during the 
discharge. It appeared that the receivers greatest concern was whether 
the cl contained a smell additive, which is a legal requirement in 
Brazil. 
Discharge: 6,500 tonnes of Butane were consigned to Petrobras at this 
port. Information received prior to arrival was that the cargo be 
discharged heated, at a minimum temperature of +5°C and at a 
minimum pressure of 8 bar. 

At the berth there is one LPG Chicksan of 6 in. diameter with an 8 in. 
ASA 300 connection. This was coupled to the Booster Module discharge 
line, utilising our 6 in. to 8 in. 300 ASA reducer. 

Discharge was planned to pump first to 30 x 52 tonne cylindrical shore 
tanks owned by Novogas, NOB and CIA. Once these were full the 
remainder was to be pumped to 3 spheres, each of 2,000 tonnes 
capacity, owned by Petrobras, situated at the termination of a 
1.5 km. x10 in. shore line. 

Pumping was from one ship tank utilising 2 pumps, each of 450 cu.m./hr. 
supplying 2 booster pumps in parallel and the booster salt water heater. 
Maximum pressure permitted on the shore system being 21 bar. 

Once the temperatures and pressures had been stabalised the 
discharge proceeded very smoothly with no stoppages or delays. The 
average discharge rate achieved being 212 tonnes per hour at a back 
pressure of 14 bar. 

Due to the many destinations of the cargo, rates fluctuated from 
150 tonnes/hr. to 260 tonnes/hr. and pressures from 8 bar to 19 bar. 

Communications with the terminal was via ship's VHF on Channel 9. 
However, this proved somewhat difficult until it was established that both 
parties were fluent in pigeon Spanish. 

Petrobras representatives boarded to check rates, quantities, 
temperatures and pressures every 4 hours. 

The two Caleb Brett surveyors, one from Recife and one from Santos, 
proved pleasant and helpful. Both lived ashore during discharge. 

On completion of discharge, the Chicksan was drained back to the 
tank onboard and to the sea at the shore end. 

Paperwork on completion, was finished within 75 minutes. 

Sailing: \t is normal practice at this port to order the pilot for 3 hours 
after completion of cargo. As the paperwork was completed quickly, this 
resulted in the vessel waiting for almost 2 hours before the pilot arrived. 
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Unmooring went very smoothly once sufficient labour was organised 
ashore to lift the mooring wires off the bollards. Two tugs were employed, 
one secured each end as for arrival. 

When all lines were let go the tugs pulled the vessel astern off the 
jetty, assisted by heaving on the port anchor chain which was laid out 
on berthing. 

Once clear of the berth the stern was pulled to starboard, towards the 
reef, and the bow swung to port to line up for departure from the harbour. 

The pilot disembarked as the ship passed the breakwater head and 

course was set for Santos, avoiding the isolated rock, least depth 
11.5 m., marked by a buoy, 3 cables East of the breakwater. 
Other Points of Interest: LPG ships of greater than 35,000 tonnes 
displacement normally berth at the container jetty which is approximately 
100 m. longer than the product jetty. A discharge line, contained within 
the jetty, and flexible hoses to the ship's manifold are used. This line 
was out of use on the vessel's visit. The fendering on the container jetty 
only comprises of truck tyres. 

The depth on this berth is 15 m. at M.L.W. as opposed to 12.5 m. on 
the products jetty. 

The prevailing winds at the port are S.E. throughout the year, however, 
on this occasion winds were N.E. Force 6 which caused a moderate 
swell to enter the harbour, causing minor ranging problems on the 
products jetty. This would not have been a problem had the vessel 
berthed at the container jetty with a proper mooring configuration. 

The ship took no stores or provisions at Suape although we were 
visited by a ship chandlers representative from Recife. The Chandler, 
Exportadora Star Ltda., Rua Do Apolo, 43 Recife., telex: (38) 811352, 
purports to belong to ISSA and is also a representative for Unitor. The 
agent suggested that they are reasonable. 

During our stay the agency was available during office hours direct 
on VHF Channel 13. 


SHIPMASTER'’S REPORT: May 1992. 


Vessel: L.P.G. vessel. LOA 171 m. 

Chart: Brazilian Chart No. 906. 

Location: About 22 miles South of Recife. Development during 1987 
and opened early in 1988 to handle mainly hydrocarbon products for 
the Pernambuco area. 

Protected by breakwater constructed of rough rock which is radar 
conspicuous. 

From the North, Recife is prominent and Cabo de S.Agostinho 
Lighthouse is conspicuous about 3miles to the North of Suape 
Breakwater. 

Cabeco Sitiba Bank about half mile to East of breakwater is marked 
by a buoy. 

About 30 ships a month call at the port, of which half are foreign flag. 
Pilot: Pilot comes from Recife. Berthing and unberthing possible 
throughout 24 hours. Minimum notice of 3hours for arriving and 
departing is required. Order pilot through Agents. 

When pilot is not on station, call Recife Pilot Station on Channel 16, 
working Channel 13. 

Pilot boards from small red launch about 0.5 miles N.E. of breakwater 
and departs inside breakwater. 

Pilotage is not particularly difficult. 

Pilot launch remains at Suape. 
os We used the same pilot inward and outward, and he spoke good 

nglish. 
Tugs: Two moderate powered tugs on station at Suape, and seem to 
be permanently manned. Ship's lines used. Both tugs were used inward 
and outward. 

The tugs berth on the S.W. corner of the Hydrocarbon Jetty. 
Anchorage: N.W. of breakwater head. Exposed as are all Brazilian East 
Coast Anchorages. 

Small vessels can safely anchor inside breakwater. 

Jetties: Two jetties available, one is used for petroleum products, to the 
East, and the other for dry cargo and containers (no cranes) to the West. 
Maximum draft is 9.0 m. 

The dry cargo pier has a Ro/Ro facility on its Eastern base. 

The petroleum jetty can take vessels up to 200 m. length, draft 12.0 m. 
maximum on the Eastern side and 11.0 m. on the Western side. Vessels 
can berth either side too, both sides of jetty, depending on their 
connection requirements. 

Ship's amidships accommodation gangway can be landed on jetty, 
either side. The effective berthing flat face is 95 m. both sides. Fenders 
are good, rubber shock type. Moorings are fair. For maximum length 
ships, the leads will have little angle ahead and astern. 

Moorings handled by pilot boat. We used 3,2,2 each end. 

Both berths handle same products. 

Some swell inside harbour and open to S.E. wind. 

Pilot reported that weather rarely stops berthing/unberthing. 

Cargo: Petroleum Jetty handles LPG at +5°C through 6 in. Chicksan 
and 4 in. Vapour Return Chicksan. Numerous storage tanks in different 
facilities about 1 mile away. 

Bunker C heavy fuel for power stations handled through 12 in. 
Chicksan, aviation gasolene handled through 28 in. Chicksans and 
gas oil handled through 8 in. Chicksan (same Chicksan also handles 
gas alcohol outwards and for export). 

Jetty also sends fresh water outwards to other Brazilian areas, through 
manifold just inshore of Chicksans, through hoses. 

LPG surveys are long and tedious, take about 2 to 3 hours inwards 
and outwards with many surveyors from the different receivers. Use 
20°C with own SG. Pumping rate for LPG about 250 t.p.h. at 10 to 12 
bar back pressure. Frequent stops due to full storage tanks. 

Terminal representative in control cabin on North end of jetty. 
Communication not very good. Difficult to find out pumping requirements. 
General: Fresh water: Through meter for both berths on jetty. Ship's 
hoses used. Good rate. 

Agent: Difficult to contact other than through local Radio Station (ALRS), 
or if you have Brazilian coins for pay phone. 


Telephone: Public pay phone at base of jetty near gate. It is possible to 
dial direct (UK Operator 0008044). The line was clear. 
Stores: Available from several ship chandlers in Recife. We used 
Adriatico, who were fair. If payment is U.S. Dollars cash, Brazilian 
produce is good value, especially meat. Nearest that stores truck is 
allowed is about 200 m. from ship's side. Chandlers provide some 
labour, but still awkward. 
Repairs: We had compressor shaft repaired with stainless steel and new 
bearings by Metalurgica Industrial Recife. A good job was done within 
24 hours at reasonable price for U.S. Dollars (cash). Through invoicing, 
it would have cost 30% more. 
Authorities: Ship came coastwise from Fortaleza, so had ‘Riding’ papers. 
Even so, Immigration, Customs and Harbour Master boarded. In addition 
to coastwise papers, they required: 

6 copies Crew List. 

1 copy Personal Effects List. 

1 copy Stores List. 

Harbour Master sighted SISCONTRAM report messages and all ships 
papers. He also complained about Brazilian flag being wrapped around 
halyard. 
anne Leave: No passes issued. No restrictions. Port is a long way from 
anywhere, and it is difficult to get a taxi. 


TRAMANDAI (Rio Grande Do Sul): 29.59 S. 50.08 W. 
(See Plan) 


LOCATION: Almirante Soares Dutra Terminal: Terminal Maritimo 
Almirante Soares Dutra — TEDUT, is located 6 km. from Tramandai, 
which is 120 km. from Porto Alegre, Capital of the state of Rio Grande 
do Sul. The Buoys (SBMs) are positioned 2.05 miles and 3.35 miles 
from the shore and their geographical co-ordinates are: 

SBM No. 1 (West), Lat. 30° 00’ 40” S., Long. 50° 05’ 42” W. 

SBM No. 2 (East), Lat. 30° 01’ 52” S., Long. 50° 04’ 35” W. 
DOCUMENTS: Also see “General” before first port. 

4 copies Cargo Manifest. 

4 copies Bill of Lading. 

Cargo's Quality Certificate. 

Time Sheet and Ullage Report from the Loading Port. 

Narcotics List. 

3 copies Crew List. 

3 copies Stores List. 

Crew's Baggage Declaration. 

Passenger's List or Negative. 

APPROACHES: See Brazilian Chart No. 2010. 

There are 3 conspicuous water towers named Tourist, Agrimer and 
Tramandai. There is also a meteorological watch steel tower nearby the 
pier in position Lat. 29° 58’ 32” S., Long. 50° 07’ 21” W. There is also, 
located side by side a lighthouse tower and a radio beacon steel tower, 
both at position Lat. 30° 00’ 27” S., Long. 50° 08' 05” W. Characteristics 
of lighthouse: Flash (3) group — white 12 sec. — 25m. 15 M. 
Characteristics of radio beacon: Code FB — FOX/BRAVO -— continuous, 
frequency 300 kHz, range 300 miles. 

SBMs’ Light Characteristics: 


Flash Colour: Yellow 

Flash: 0.5 sec. 
Eclipse: 3.0 sec. 
Period: 3.5 sec. 


PILOTAGE: Sea Pilot not required. On daylight arrivals the 
PETROBRAS launch will meet the ship 2 miles Northeastward from SBM 
No. 2, carrying the Mooring Master, Port Authorities, Terminal’s workers, 
equipment for mooring and connection of hoses. All manoeuvres will be 
undertaken by the vessel's Master with the help of a TEDUT Mooring 
Master who will board the vessel in the anchorage area and advise the 
vessel's Master on all operations such as mooring, connecting hoses, 
unloading, unmooring, etc. 

It is important to emphasise that the services of the Mooring Master 

are afforded without oe and upon the express undertaking and 
condition that PETROBRAS shall not be liable for any damage or injury 
resulting from any advice, assistance or actions given or made by such 
Mooring Master. In the event it becomes necessary to disregard the 
Mooring Master's advice, in order to ensure safety of the vessel, the 
Master must forward a full written report of the circumstances for delivery 
to the Captain of the Port through the Terminal. It is the responsibility 
of the Master to notify the Mooring Master of any special conditions or 
peculiarities such as defective navigation equipment, tackle, gear or lack 
of necessary equipment, which might impose hazards related to 
handling, mooring and unloading the vessel. Vessel must be moored to 
the entire satisfaction of the Mooring Master. Unsatisfactory conditions 
will be reported to Superintendent of the Terminal, who is empowered 
to reject the ship for future calls unless the reported difficulties have 
been remedied. 
ANCHORAGE: The advisable anchorage sites are: For tankers with a 
draft of 15m. (50ft.) or less, the anchorage is in position Lat. 
29° 59’ 00" S., Long. 50° 04’ 30” W., or with SBM No. 1 (West) bearing 
213° at a distance of 1.5 miles to 2 miles, where depth is 20 m. (65 ft.) 
_ For tankers with a draft of more than 15 m. (50 ft.), the anchorage is 
'N position Lat. 30° 00’ 00" S., Long. 50° 03’ 00” W., or with SBM No. 2 
(East) bearing 217° at a distance of 2 miles to 2.5 miles, where depth 
is 24 m. (79 ft.) 

The seabed in the anchorage area is fine sand and mud. Mooring 

Masters will board arriving tankers in those areas. 
RESTRICTIONS: Due to the peculiar conditions of the terminal, mooring 
undertaken only at daytime. Sometimes the leaving of launches 
Seawards depends on the height of tide and the strength of the waves. 
Tankers may have to wait for favourable weather conditions so that 
Mooring may safely be started. 


BRAZIL 


MAX. SIZE: SBM No. 1 (West), designed for 105,000 d.w.t. tankers, 
max. draft 16 m. (52 ft.). SBM No. 2 (East), designed for 200,000 d.w.t., 
tankers, max. draft 19 m. (62 ft.). The distance between the vessel's 
bow and manifold must not be more than 100 m. for mooring to SBM 
No. 1 (West) or 150 m. for mooring to SBM No. 2 (East). 

HEALTH: Display of quarantine signal — “Q” flag — on approach 
Tramandai must be maintained until Free Pratique is granted. The 
National Brazilian flag should remain hoisted throughout vessel's stay 
in the terminal. Port Doctor visits all ships on arrival and requires 
Maritime Declaration of Health, Derat Certificate, 2 Crew Lists. Vessels 
from another Brazilian port automatically receive Free Pratique and 
should not fly Quarantine Flag. If suspected disease or fever on board, 
it is advisable to cable Agent before arrival. Also see ‘General’ before 
first port. 

RADIO: Vessels bound for Tramandai should advise their ETA 48 hours 
prior to arrival direct to Fronape/Rio (through government coastal radio 
station) as well as to their Agents (through PPR — Porto Alegre Radio — 
government station). In turn these stations will send messages to the 
terminal. Confirmation or change of ETA should be cabled 24 hours 
before arrival. Vessels may also contact TEDUT's radio-telephony 
station either in AM or SSB on the following channels and frequencies: 


VHF: Frequencies: 
Channel 6 — 156.30 MHz. Channel 13 — 156.65 MHz. 
Channel 9 — 156.45 MHz. Channel 14 — 156.70 MHz. 
Channel 11 — 156.55 MHz. Channel 16 — 156.80 MHz. 
Channel 12 — 156.60 MHz. 
SSB Frequencies: 
Channel 1 — receives 2,182 kHz. transmits 2,182 kHz. 
Channel 3 — receives 4,125 kHz. transmits 4.125 kHz. 
Channel 4 — receives 4,084.7 kHz. transmits 4,379.1 kHz. 
Channel 5 — receives 8,216.7 kHz. transmits 8,740.6 kHz. 
Channel 6 — receives 12,351.7 kHz. transmits 13,122.5 kHz. 
Permanent listening: VHF on Channel 14 and SSB on 4125 kHz. 
When within range, vessels equipped with radio-telephone should call 
first on Channel 16/DELTA-156.8 MHz and then change to another 
agreed Channel, preferably 14/CHARLIE-156.7 MHz for mooring 
instruction. All ETA’s should indicate whether it is local time or GMT. 
Weather forecasts as well as Notices to Mariners are transmitted by 
PWZ and PPR radio stations. 


LAUNCHES: Mooring, unmooring and connection operations are 
assisted by the terminal's launches. While rendering such assistance 
the boats act under orders of the Mooring Master. Usually 2 service 
boats are at his disposition. Besides operational assistance they 
undertake transportation of Mooring Masters, personnel, Agents, ship 
chandlers and Port Authorities. 


ARRIVAL: Arrival time is considered to be the time the vessel reaches 
the anchorage vicinity or the time the Mooring Master boards the vessel, 
whichever occurs first. However, Notice of Readiness will not be 
considered as the time of arrival unless the vessel is in all respects 
ready to discharge. In the event berthing is delayed by weather 
conditions, tankers will be unloaded in turn. If, however, the weather is 
so bad that the port is closed and vessels awaiting discharge have to 
go out to sea, TEDUT may discharge another vessel on reopening if it 
arrives before the return of other waiting vessels. More rarely, the 
Terminal Superintendent may grant priority to a particular vessel out of 
turn, in special circumstances only. 


MOORING: The Mooring Master will advise on the method of securing 
the ship. Tankers are usually moored by two bow nylon hawsers of 
15 in. circumference and 50 m. length. Vessel's nylon messenger lines 
are shackled — one at a time — to the pick-up wires of the chafing chains 
by the launch crew and hove in (through the vessel's windlass warping 
bollard) until the lengths of the chafing chains are brought over the 
vessel's roller chocks/fairleads. Ship’s engines may help the lead-in 
ropes (vessel's messenger) in coming up to the SBM. 

The following items must be observed: Anchors must be well at home 
and secured with stoppers and brakes. Windlass warping bollards must 
also be ready to lift chain stoppers, wire strops, shackles, senhouse 
slips, crowbar, hammer, spikes and other gear to be placed on board 
for mooring purpose (equipment supplied by TEDUT). Two good eye- 
spliced (9 in. at least) nylon hand-inlines must be be ready, at each side, 
on the fo'castle head, to be given to the launch, who in turn will shackle 
them to the hawser's pick-up wires (marked by little spar buoys). 


HOSE CONNECTION: The Mooring Master will direct the Terminal’s 
working men in lifting, connecting and lowering the hoses. After the 
vessel is securely moored, the 16 in. floating hoses must be individually 
lifted to the rail by the ship's gear. Sundry hose securing and connecting 
equipment (strops, gaskets, nuts, bolts, wrenches, etc.) will be supplied 
by the Terminal and put aboard the ship just after arrival. Hoses will be 
lifted by ship's derrick, always on the port side. Minimum lift of 5 tonnes 
capacity required. When wind force reaches about 8 Beaufort Scale and 
waves are 3.5m. high, emergency disconnecting operation will take 
place, even at night time. 


UNLOADING: Pumping must not be started without permission of the 
Mooring Master. The max. allowable pressure is 7.5 kg./sq.cm. 
(110 p.s.i.). While the vessel is moored, the vertical angle formed by 
the nylon hawsers and the sea level should not exceed 30°, for safety 
of the SBM’s turntable. When necessary, due either to excessive pitching 
or by being trimmed too much by the stern, pumping of ballast must be 
concentrated in the fore-tanks, even if interruption of unloading becomes 
mandatory. So the Mooring Master may require cargo to be discharged, 
in certain stages, either from aft or for'd compartments. 

As a rule, when unloading is over, the ship should have ballast on 
board at least 40% of her total d.w.t. tonnage. Besides the Mooring 
Master himself, some terminal workmen stay aboard ship. Therefore, 
room and meals for 1 officer and 6 crewmen should be supplied. Upon 
completion of discharge the Mooring Master will sometimes require the 
ship to pump sea water through the submarine pipe-lines to displace 
the remaining oil. 
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BALLAST: No slop facilities are available for dirty ballast. Brazilian laws 
are very strict with regard to the pollution of coastal waters. Vessels are 
not allowed to discharge dirty ballast into the water. Heavy fines are 
imposed for violations. 

Tramandai is the largest Rio Grande do Sul seaside resort and any 
pollution of the sea in this area will cause damage to the beaches. 
Hence, no dirty ballast or any oily residues must be pumped overboard 
within a range of over 50 miles, if no safer alternative exists. 
MEDICAL: Medical treatment and/or hospitalisation, if required, are 
provided at Tramandai or Osorio private hospitals. Serious illness will 
usually be treated in Porto Alegre. Dentists are also available in 
Tramandai. For emergency cases (injury, etc.) TEDUT first medical aid 
may be requested by the Master. As usual, Agent will make such 
arrangements. 

FUEL: Not available. 

FRESH WATER: Not available. 

CONSULS: No consular representatives are reported to exist in the 
area; however, there are consulates of most maritime nations in Porto 


Alegre. 
CONSTANT READINESS: Since moorings are in open roadstead, 
vessel's engines and gear must be ready with full power for immediate 
use through the period the vessel is moored and the ship must be able 
to clear the mooring immediately on the advice of the Mooring Master 
or Superintendent of the Terminal. 

Whenever necessary, vessels may use their own power to prevent 
Poe they the SBM. 
CUSTOMS REQUIREMENTS: Brazilian laws are strict with regard to 
smuggling and Masters are requested to instruct their crews not to retain 
cigarettes in carton lots, cigars, tobacco, alcoholic drinks, drugs, 
souvenirs, etc. These should be collected prior to arrival, listed with the 
items in the slop chest and placed in the custody of the Master for deposit 
in the chest or closet which will then be sealed for the duration of the 
vessel's stay at the mooring. 

By no means will any commercial transactions be tolerated, be it either 
among terminal employees, crew members or anyone else. 
TIME: Local time is GMT minus 3 hours. 
SHORE LEAVE: Depends upon agreement between ship's Master and 
Agency. 
GARBAGE DISPOSAL: Not available. 
WASTE OIL DISPOSAL: Not available. 
SEAMAN’S CLUBS: None. 
GENERAL: Lighters not available. Launch connection with shore is 
phn dependent on weather conditions and must be considered 
unreliable. 
AUTHORITY: Petroleo Brasileiro, S.A. — PETROBRAS, Terminal 
Maritimo Almirante Soares Dutra (TEDUT), Caixa Postal 19, 95590 
Tramandai-RS. Tel: (051) 6611942, 661 1342, 661 1088. (0512) 
212888, 212846. Telex: Petr 052 3003. FAX: (051) 661 1088, 661 1342 
(ext. 218). Contact: Nelson Nunes Toledo, Superintendent. 


TUBARAO (Including Praia Mole): 20.17 S. 40.15 W. 
(See Plan) 


APPROACHES: The access channel is 280 m. wide and dredged to 
22.5 m. and runs in a 345°-165° direction. The beginning of the channel 
is marked by a red light buoy in position Lat. 20° 19’ 36”S., Long. 
40° 14’ 22.5" W. and a white light buoy in position Lat. 20° 19’ 41.5” S., 
Long. 40° 14’ 34.5” W. (See NHD chart 1401). 

Tides: Tidal variation is small, on average, there being 2 high tides and 
2 low tides each day. The coastal current generally runs to the South 
with an average speed of 1 km./hour. The current is less constant in 
May and June. The maximum size waves, are 1.5 m. with wind coming 
from N.E. and 2.5 m. with S.W. wind. 

Manoeuvring Area: The manoeuvring area for peg and unberthing 
has a width of 150m. along the whole length of the quay, the 
manoeuvring basin has a diameter of 500 m. and depth of 18.0 m. 
Anchoring is prohibited in the access channel and the manoeuvring area 
except with prior permission of the Port Captain. 

Access Channel: Vessels destined for the Coal Terminal, located on 
the Northern oe of the access channel to the port of Tubarao, use 
this channel as far as slightly ahead of Buoy No. 5 (LF. ev. 3 secs.) 
pei to the N.E. to enter the terminal manoeuvring basin. 
PILOTAGE: Pilotage is compulsory between the anchorage and the 
berth. Request for the Pilot is made by port operators (CVRD) 4 hours 
in advance (minimum). The vessel should indicate the time of arrival of 
the vessel at the entrance and from which point pilotage is required. 
Pilot may be contacted on the following VHF Channels: 16 for constant 
listening and 10, 12 and 14 for conversations. 

Compulsory pilotage area is from the anchorage area where the Pilot 
einbarks, the access channel, the manoeuvring basin and the existing 
piers in the port. After a Pilot receives advice of vessels arrival it takes 
50 minutes for the Pilot to embark, this is done by a launch of the Vitoria 
Pilot Service. No difficulties are encountered when embarking except 
when the sea is very rough and there are strong winds. 

Pilotage Area: The inner maritime area is limited by the circumference 
of 2.5 miles radius, centered on the Tubarao South Light in the sector 
included between 340° and the island Boi, as far as the berth. 
ANCHORAGE: The anchorage area for vessels awaiting berths is 
Lat. 20° 19.3’ S., Long. 40° 15.1’ W. Vessels in quarantine must anchor 
in an —— area indicated on chart 1401. 

MAX. SIZE: See “Berthing” and “Tankers”. 

HEALTH: Free Pratique may be obtained by radio, the message being 
sent to the ship's Agent by radio via PPO (Olinda), PPJ (Juncao), PPR 
(Rio) or PPL (Belem), at least 72 hours prior to the vessels arrival. 
Declaration of Health must be prepared and typed in order that it may 
be delivered to the doctor when he comes on board. 
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RADIO/VHF: Vitoria Radio Station on VHF Channels 16, 12 and 13. 


TUGS: Two tugs of at least 1,500 h.p. are used when proceeding from 
the entrance to the manoeuvring area off the berth. When berthing 4 tugs 
and 1 launch assist. 


Name H.P. Bollard Pull 
Helio Ferrzaz 3,000 31.7 
Tubarao 1,900 29 
Itabira 1,530 16 
Carajas 2,540 39.4 
Trombetas 2,540 37.6 
B. Horizonte 1,680 20 
Guaiba 1,680 21.5 
Titan 2,170 36.6 
Arcturus 2,160 25 
Servemar 10 1,070 ae 
Jamie 600 6 
Affonso 1,640 16.4 


BERTHING: Should a vessel be departing at the same time as another 
vessel is entering, the vessel which is leaving has priority and the vessel 
which is waiting to enter is to wait outside the entrance channel. Vessels 
are not permitted to pass each other in the channel or the manoeuvring 
basin. Should the weather conditions be poor, visibility restricted or too 
dark for the vessel to berth or unberth the decision to manoeuvre will 
be taken by the Pilot who may decide to change the operations to a 
more convenient time. 

Vale Do Rio Doce Co. 

Pier 1: Length 390 m. usable berthing length 350 m., depth on North 
Side and on South Side 16.0 m. Berthing is possible on both sides. Ship 
Loaders No. 1 and 2 can load vessels on both sides of the pier. 

Ship Loader No. 1: Max. height of hatch coaming above sea level 
12.50 m. Max. outreach of loading boom 24 m. Nominal capacity of 
loader 6,000 t.p.h. Vessels max. LOA 330 m. Max. sailing draft 15.20 m. 
plus height of tide (average 1.3 m.). 

Ship Loader No. 2 (Seaward side of pier): Max. height of hatch 
coaming above sea level 17 m. Max. outreach of loading boom 33.50 m. 
Nominal capacity of loader 8,000 t.p.h. Max. length 330 m. Max. sailing 
draft 15.20 m. plus height of tide (average 1.3 m.). 

Pier 2: Max. LOA permissible 350 m., depth alongside 24 m. There 
are 4 dolphins each with 2 hooks and 4 dolphins each with 3 hooks. 

Storage Area: Old area 2 million tons, new area 4 million tons, factory 
area 1.7 million tons. 

This is a new pier now completed parallel and inshore of the existing 
pier for vesseis of 250,000 d.w.t. Max. sailing draft 20.0 m. plus tide 
(average 1.3 m.). Vessels berth at seaward side only to avoid ranging. 
2 shiploaders, swivelling (20 m. airdraft). Load rate 12/16,000 t.p.h. 
No dirty ballast facilities. Heavy fines for pollution. 

Should Pilot wish to berth a bulk carrier on Pier No.1, South side, 
(Vale Do Rio Doce Co.) and there is a vessel at the Petrobras Terminal, 
the vessel at Petrobras Terminal will be removed prior to berthing of the 
bulk carrier. 

Prala Mole: The port is situated on the North side of the Bay of Espirito 
Santo in the approximate position Lat. 20° 17’ S., Long. 40° 14’ E., close 
to the Port of Tubarao. It is 12 km. from the centre of the town of Vitoria, 
capital of the State of Espirito Santo, connected by an ashphalted road. 

It is an artificial port in the open sea, functioning mainly to receive 
metallurigal and power generation coal and the shipment of metal 
products for export. 

The Port of Praia Mole consists of a terminal with coal receiving 
equipment and a terminal with equipment for export of metal products. 
Coal Terminal: Built for the movement of 8 million tons/year in its first 
stage and 12 millions of tons/year in its second stage. 

The pier is 730 m. long (operating on one side only) and the civil 
engineering work is finished. It should be able to receive vessels of 
15,000 d.w.t. to 170,000 d.w.t. at Berth No. 1, depth 17.0 m. and vessels 
up to 250,000 d.w.t. at Berth No. 2 after dredging this berth to 21 m. 
Present depth 18.0 m. Berth No. 1 length 330 m. Berth No. 2 length 
400 m. Manoeuvring basin — diameter 500 m. depth 18.0 m. 

The pier is fitted with 3 discharge units with a capacity of 1,800 t.p.h. 

each. The discharged coal is transported via three lines of conveyor 
belts (1 line already functioning) for storage in the Coal Storage Area 
of the port or taken directly to CST or CVRD. The Coal Storage Area 
will have a capacity of 11 million tons, with 520,000 tons at present. In 
the Coal Storage Area, for stocking and recovery of coal are planned 3 
stackers and 2 recovery units, with capacities per machine of 2,200 t.p.h. 
and 4,400 t.p.h. respectively. (Currently, 1 stacker is undergoing 
operational tests, 1 recovery unit is being installed.) The coal recovered 
from the area will be sent to the cellulos/cement industries for 
pelletisation by CVRD, to CST or for Usiminas/Acominas by means of 
a system of loading wagons on the railway system, with a capacity of 
2,000 t.p.h. in the phase of current installation. 
Metal Product Terminal: Built for moving 3 million tons/year in its first 
stage and 4.5 million tons/year in its second stage. It comprises a 638 m. 
long quay with depth of 14.5 m. for taking vessels from 15,000 d.w.t. to 
70,000 d.w.t. 

On the quay 4 loaders for metallurgical products for vessels with 
40 tonnes capacity each. In the rear part of the quay will be formed an 
area for storage and handling products, with an area of 30,000 sq.m. in 
its first stage, and 100,000 sq.m. in its second stage (currently 
60,000 sq.m. has been finished). This storage and handling area will 
have 10 rolling bridges with a capacity of 35 tons each and will be served 
by 5 railway lines along the quay. The railway lines are interconnecting 
CVRD to the quay. 


STEVEDORES: Services of stevedores not normally required. Crew 
open hatches. 
MEDICAL: Four hospitals available. 


TANKERS: Petrobras Terminal: The berth consists of 2 mooring 
dolphins which enable vessels of 160 m. LOA and draft of 7.9 m. to 
berth. 


FRESH WATER: Available at all quays of the terminal, maximum 
quantity per vessel 150 tons. Requests for water must be made by Ships 
Officers immediately on berthing. If quantity greater than 150 tons is 
required 48 hours notice must be given in order to establish whether or 
not the additional quantity is available. 

FUEL: Diesel oil in quantities up to 100 tons can be supplied by 
Petrobras in road tankers at the berths, also vessels with Max. draft of 
8 m. and Max. LOA 160 m. can berth at the Petrobras Oil Terminal inside 
the breakwater to take bunkers and diesel. Vessels at Praia Mole 
punkered by barge. 

Terminal Rates: 


Diesel oil — 100 t.p.h. 
Fuel oil — 150 t.p.h. 
Mixture — 80t.p.h. 
Crude oil — 700 t.p.h. 
REPAIRS: There is a naval repair shop in the area able to carry out 


normal repairs. 

AIRPORT: 8 km. from the port with connections to other cities within 
the country. 

HOLIDAYS: Confraternizacao dos Povos, January 1st; Passion Friday 
movable; Nossa Senhore da Penha, movable; Tiradentes, April 21st; 
Labour Day, May 1st; Independence of Brazil, September 7th; Our Lady 
of Vitoria, September 8th; All Saints, November 2nd; Proclamation of 
the Republic, November 15th; Christmas, December 25th. 
POLICE/AMBULANCE/FIRE: Police Tel: 227-0057. Fire Tel: 228-5193. 
TELEPHONES: Not available for placing on board. 

BANKS: The following banks have correspondents in other countries: 

Banco Frances e Brasileiro S/A: Credit Lionaise (France), Praca 
Presidente Vargas, 35 — Vitoria — ES. Telex: 2249. 

Banco Sudameris Brasil S/A: Sudameris Paris; Comerciale Italiani; 
Banque de Paris et Pais Bas; Dresden Bank, Rua Treze de Maio, 48 — 
Vitoria — ES. Telex: 2265. 

Banco Lar Brasileiro S/A: Chase Manhattan, Av. Governador Bley, 
137-145. Telex: 2.2174. 

Banco de Credito Nacional: Barclay’s Bank — England; Av. Princesa 
Isabel, 53 — Vitoria — ES. 

Bradesco-Banco Brasileiro de Descontos S/A (Correspondente): Av. 
Jeronimo Monteiro, 400 — Vitoria — ES. Telex: 132. 

GENERAL: 

Smoking: Smoking on tankers and OBO vessels may only take place 
in compartments specified and as indicated by the Master of the vessel. 
Readiness: Vessels must be able to unmoor immediately in cases of 
emergency. Unmooring is done with the aid of tugs. 

Repairs: No repairs undertaken to the vessels engines or any other 
repairs which may impeed emergency unmooring. Should any repairs 
at all be necessary these can only be done with the authority of the 
Terminal. 

Deballasting: Discharge of dirty ballast is strictly prohibited. Failure to 
comply with this rule will result in fines. 

Fire Fighting: The ship's fire fighting equipment must be kept in 
readiness at all times. 

Rubbish: There is no collection service. 

Deratting Service: Not available. 

Stores: Specialising firms in the district, orders must be placed 24 hours 
in advance. 

Degassing and Unloading: 

(a) All ore/oil and oil/bulk/ore vessels must have their holds and tanks 
gas free. 

(b) Ore/oil vessels carrying inert gas must have their holds inerted to 
receive ore cargo and be free of explosive gas and/or rendered inert. 

(c) The terminal Inspector must receive, prior to loading, a certificate 
stating that the vessel on berthing is free of explosive gases and has 
been rendered/or is inert. 

(d) The operation of gas freeing is not permitted when the vessel is 
berthed or in areas deemed to be dangerous by the Terminal authority. 


SHIPMASTER’S REPORT: July 1987. 

The vessel shifted from Paul Quay at Vitoria on High Water, to 
complete loading of pig iron at No. 1 Pier (South Side) at Tubarao. 

The South Side of the Pier No. 1 has been modified for the shipment 
of Pig Iron, using the No. 1 loader, from pre-stacked cargo close by the 
pier. Front-end loaders carry wetted down cargo to the conveyor belts. 
There are no pre-load shaking griddles to remove the rust and residue, 
The ship's deck was covered in a heavy sludge, that had to be cut with 
a hose or shovelled up. 

_ The No. 1 loader has no spout but could accurately place the cargo 

in the after, outboard and forward sides of the hold. However, for the 

near side, it could only drop a baffle plate in front of the cargo stream. 

This created a rough fan spray of cargo dropping nearly vertically close 

to the nearside hatch coaming. Only by rolling down the slope of the 

Cargo could this pig iron be persuaded to the ship's side. 

Thus it is not possible to load the cargo level across the hold. The 
loader is, however, much superior to the equipment in Vitoria for airdraft, 
reach and flexibility. The duty officer supervised the loading throughout 
to obtain the most level stow that could be managed. 3,600 tonnes were 
loaded in 2 hours into the one hatch. 

Notes: It is understood that:- 

1. There is a surcharge of U.S.$ 2.00 per tonne loaded at Tubarao, 
Over and above the charges of Vitoria. The manufacturers, selling 
their goods F.O.B., refuse to pay this surcharge. They insist on 
shipping from Vitoria’s limited berths. 

a Only 3 draft surveys are allowed by the terminal operators while the 
Ship is alongside the pier. Thus reducing delays and the number of 
Parcels that can be loaded. 

3. The Pier is unsuitable for bringing bulldozers to the ship, and it is not 
Possible to trim the cargo into the void spaces left by the boom. The 
terminal does not believe that trimming is necessary, and might not 
allow the time. There is a widespread disbelief that pig iron shifts. 

4. At all berths in Tuburao, the swell is such that draft surveys can be 
greatly affected. 


BRAZIL 


SHIPMASTER’S REPORT: February 1991. 
Documents: 

8 copies Crew List. 

8 copies Passenger List. 

1 copy Crew Effects Declaration. 

1 copy Stores List (including Bonded Stores). 

1 copy Maritime Declaration of Health. 

1 copy Vaccination List. 

At all Brazilian ports, wives and children have to be on Passenger 
List. Indian wives and children require visaes to go ashore. 
Gangway: Piers No. 1 and 2 do not have shore gangways. If ship's 
accommodation ladder does not reach one of the dolphins at Pier No. 2, 
then shore boat has to be used. Call “El Cinco” on VHF Channel 16. 


AUTHORITY: Companhia Vale do Rio Doce, Superintendencia do 
Porto-Tubarao, C.P. 1078, Vitoria, Espirito Santo, CEP 29000, Brazil. 
Tel: (027) 238-5544, 238-5945. Telex: (027) 2517. FAX: (027) 228-0612. 
Contact: Roberto W. Kenski, Port Superintendent. 


UBU: 20.47 S. 40.35 W. (See Plan) 


LOCATION: The Port of Ponta do Ubu is located on the coast of the 
State of Espirito Santo, approximately 40 nautical miles South of Vitoria. 
Geographic position of the Ponta do Ubu Beacon: 

Latitude: 20° 46' 48” S. 

Longitude: 40° 34’ 40” W. 
DOCUMENTS: All ships are subject to routine arrival visits by the 
following port officials: 

Health Officers 

Customs Officers 

Maritime Police Officers 

Immigration Authorities 

Also see “Shipmaster’s Report”. 
APPROACHES: The Ponta do Ubu area is under the jurisdiction of 
Diretoria de Hidrografia e nevegeres (DHN), an agency of Brazil's 
Ministry of the Navy. Ponta do Ubu appears on DHN Charts Nos. 70, 
1400 and 1402, and on Admiralty Chart No. 3972, U.S. Hydrographic 
Office Chart No. 24170 and Brazilian Coast Pilot (Roteiro) 
Lights in the Vicinity: 


llha Escalvada (island) Gp. Fl. (2) 6.0 sec. 

27 metres 9 miles 

Lat. 20° 42’ S. Long. 40° 24’ W. 
llha do Frances (Island) Fl. 3.0 sec. 

48 metres 12 miles 

Lat. 20° 56’ S. Long. 40° 45’ W. 
llha Branca (Island) Fl. 10.0 sec. 

5 metres 9 miles 

Lat. 21° 00’ S. Long. 40° 48’ W. 


Ponta do Ubu Lat. 20° 46’ 48” S. Long. 40° 34’ 40” W. 

Channel: See DHN Chart No. 1402 as amended by Aviso aos 
Navegantes (Notice to Shipmasters) No. 194/85, 71/86, 96/86 — 113/86 
and E94/87. Maintained channel depth is 18.0 m. (59 ft.) referred to 
chart datum. 
PILOTAGE: Pilotage compulsory for all ships sailing through the 
channel, berthing and unberthing in Ubu. Pilots will board in the area of 
anchorage. Pilots attending the Ponta do Ubu area are members of the 
“Associacao dos Praticos do Porto e Barra do Espirito Santo”. 

All ships must provide an accommodation ladder and rope ladder, 
freeboard permitting. The landing platform of the accommodation ladder 
should be approximately 5.0m. above the water. Boarding facilities 
should be adequately lighted. 

Ships should request anchoring and/or berthing instructions from 
Ponta do Ubu Marine Operations 4 hours prior to arrival at the pilot 
boarding area, or when within VHF range. 

Ships must not proceed beyond specified boarding area or anchorage 
unless so instructed by Ponta do Ubu Marine Operations. 
ANCHORAGE: Anchorage instructions must be requested from Ponta 
do Ubu Marine Operations. Anchorage area position is Lat. 
20° 46' 24” S., Long. 40° 32’ 33” W. Masters are advised to give due 
consideration to Brazilian antipollution regulations while in coastal 
waters. 

Brazilian Government officials may board ships in anchorage for 
clearance formalities. Suitable and adequately secured accommodation 
ladder for this purpose must be provided soon after anchoring. Life ring 
with line with a minimum length of 50m. should be on hand and 
adequate lighting provided. 

MAX. SIZE: Ships arriving in ballast are requested to comply with the 
following recommended arrival drafts, keeping in mind indicated 
shiploading rates and shiploader clearance height limitations. 


Deadweight Recommended Arrival Draft 
Tons (m.) (ft.) 

30,000 to 40,000 6.1-— 6.7 20 — 22 
40,000 to 60,000 6.7- 7.3 22-24 
60,000 to 75,000 7.3- 7.9 24 — 26 
75,000 to 100,000 7.9- 9.1 26 — 30 
100,000 to 150,000 9.1—11.0 30 — 36 
150,000 to 170,000 9.1 — 11.0 30 — 36 


Ships unable to meet these suggested drafts due to insufficient ballast 
capacity, anticipated deballasting problems, etc., should so advise in 
48-hour ETA message, along with estimated deballasting time. 

Max. Arrival Draft: 10.0 m. plus height of tide (0.6 m. — 1.6 m.) at moment 
of berthing. 
Max. Departure Draft: 15.5 m. plus height of tide at moment of departure. 
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Report 1988: 

Max. LOA 308 m 

Max. Beam 54m. 

Max. Airdraft 19.0 m. 

Max. Sailing Draft 15.5 m. (plus height of tide at moment 
of departure). 

Mean Depth Alongside Berth — West 18.5 m. 
Berth — East 15.0 m. 


HEALTH: Radio Pratique should be requested 72 hours prior to arrival, 
by forwarding quarantine message to Port Health Authorities through 
the ship's Agent. The information required is as follows: 

Name and nationality of vessel; name of the last port of call; port of 
destination and name of Agent; nature of cargo, if any; date and place 
of last derating or exemption certificate; number of crew and passengers; 
health conditions of all on board; vaccination status of crew and 
Passengers; ETA and any other information that may be required by the 
quarantine officers. 

Radio Pratique does not constitute quarantine clearance, and the ship 
will require inspection upon arrival. Radio Pratique if granted, will enable 
ship to enter, berth, and commence loading prior to official quarantine 
clearance. 

The following documents shall be submitted to the Port Health 
Authority boarding on arrival: 

Maritime Declaration of Health, duly filled in as required by Sanitary 
Regulation No. 2 of the World Health Organization. Copy of up-to-date 
crew list. Vaccination Certificates of all Crew members as well as their 
seamen's books or passports. 

Quarantine inspection will be carried out at the pier, or at anchorage 
if required, weather permitting. 

Quarantine flag must be flown until Free Pratique is granted. 

Masters are advised to have all Vaccination Certificates, Derat 
Certificate and Clearance from Last Port ready for inspection. 

RADIO: Rio de Janeiro Coast Radio Station, call sign “PPR” (Telex 
491) operates on a 24 hr. basis on the following frequencies: 435 kHz, 
8,634 kHz, 13,105 kHz. 

The Master of an arriving vessel is required to cable his notice of ETA 
15 days (or when departing prior port, if sailing distance is less than 
15 days) then 5 days, 48 hours, and 24 hours prior to estimated time 
of arrival at Ponta do Ubu. 

Five day message shall contain ETA, cargo tonnage required by hatch 
number and whether vessel is O.B.O. or ore/oil carrier. 

48 hours message shall provide the following information: ETA, arrival 
draft, ballast tonnage on board and deballasting time. 

24 hours measer. Cable your ETA, indicate if vessel is fitted with an 
inerted system and if compartments will be under control of said system 
during inate f Also include type, manufacturer's name and the society 
that approved the classification of the inert system. 

When within VHF range, Master is to contact the Marine Manager's 
office for additional information on docking schedule, anchorage 
arrangements and cargo information. 

VHF: Ponta do Ubu Marine Operations is equipped with VHF radio 
monitored 24 hours a day. 
Frequencies: 

Calling Channel: 16 (156.800 MHz) 

Working Channels: 156.375 MHz, 156.650 MHz, 156.700 MHz. 
TUGS: Tug service is compulsory for all vessels at Ponta do Ubu. Tugs 
will operate in accordance with Brazilian r 

Available tugs: 3x 1,680 h.p., 20 ton 
should be requested by the Agent. 

All ships should be equipped with wire cable tow line with nylon 
pendant. 

All communication between tugs and Pilots is via VHF. 

on will operate on the same Channel as the Marine Operations 
office. 
BERTHING: Vessels are subject to the berthing/unberthing regulations 
exercised by Port Authority for night-time manoeuvres. 

The Port of Ponta do Ubu is owned and operated by Samarco 
Mineracao S.A., and is used solely for the purpose of handling and 
shipping iron ore. 

The port consists of a breakwater protected pier, close to the shore 

with a dredged berth area and access channel. 
Product stockpiling and transportation prior to loading: A bucket wheel 
stacker-reclaimer and a stacker operate around a 3,608 ft. long stockpile 
area. The stockpile has a total capacity of 1,000,000 metric tons of 
pellets and 500,000 metric tons of pellet feed. 

During normal operations, pellets are stockpiled by the stacker- 
reclaimer, and pellet feed stockpiled by the stacker. Both pellet feed and 
pellets are reclaimed using the bucket wheel stacker-reclaimer. The 
reclaimed material is then conveyed to the shiploader for loading aboard 
bulk carriers, at rates of up to 8,000 metric t.p.h. 

When reclaiming pellets, the output from the pellet plant is bypassed 
through the stacker-reclaimer and combined with the reclaimed pellets 
for shiploading. When reclaiming pellet feed, the output from the pellet 
plant is conveyed to the stacker, while the pellet feed output is conveyed 
to the stacker-reclaimer, bypassing the machine and combined with 
reclaimed pellet feed for shiploading. 

A simple station is provided to monitor the quality of pellet feed or 
pellets being loaded into a given ship statistically. Samples are 
automatically cut from the shiploading conveyor system at preset 
intervals, without interrupting the loading operation. Each sample is then 
reduced in size, and subjected to a complete range of quality control 
tests. 

Material reclaimed for shiploading by the stacker-reclaimer is 
conveyed to a rail-mounted travelling shiploader. The shiploader is 
designed to load vessels on either side of the pier. A loadout weigh 
scale located near the shiploader monitors the final product delivered 
for shipment. 

Port facilities: Port facilities at Ponta do Ubu are located in the open sea 
near the apex of a shallow indentation in the coastline where currents 
have provided 20 m. deep water within 2 km. of the shore. 


284 


llard pull. Additional tugs 


ulations covering this matter. 


The existing depth of water in the dredged channel is minus 18 m. 

The main berth area was dredged initially to minus 19 m. 
Berthing: The breakwater protected pier consists of a 313 m. long by 
22 m. wide concrete deck, extending in a 022° 30’ direction. It projects 
from the Eastern portion of the breakwater to a distance of 685 m. from 
the shore. 

The pier has berths on both East and West sides. 

Shiploading: The mobile rail mounted pier shiploader has a 41.6 m. fixed 
length boom, with a 280° turning angle and a 19.0 m. air draft. Its nominal 
loading capacity is 9,000 metric t.p.h. 

Report 1988: 

Tidal range: 0.3 — 1.6 m. 

Max. outreach of boom from fender line: 26.1 m. 

Clearance of loading at HWOST: 25.0 m. 

Travel of loader: 173.0 m. 

Working ranger of loader: 240° 

Average loading rate to bulk carriers: 6,500 t.p.h. 

LOADING: Vessels will be generally loaded in turn, in their order of 
arrival, provided that: 
(i) They are in all respects ready to receive cargo; 

(ii) All the cargo is available at the terminal; 
(iii) It is in accordance with the instructions of the charterer/Agent. 
Vessel shall present a detailed loading plan immediately on 
arrival, including hatch quantities, with loading sequence and 
quantity of ore to be reserved for fore and aft trimming by hatches. 

Ships will leave berth immediately on completion of loading, unless 
specific permission to do otherwise has been granted by Marine 
Operations. 

Loading hours, subject to change, are as follows: 24 hours operation, 
Sundays and holidays included. 

All ships must secure bilge systems while at Ponta do Ubu. 

Combination ore/oil and ore/bulk/oil carriers must ensure that ballast 
tanks and piping systems are free of oil contamination, prior to arrival. 
Gas-free condition of combination carriers must be confirmed prior to 
loading. Certification and inspection shall be arranged through the 
vessel's Agent. Vessels with inerted tanks shall be checked and 
monitored continuously during loading. 

MEDICAL: The medical facilities nearest to Ponta do Ubu are located 
at Guarapari, 15 minutes away by car. 

Vitoria has modern hospital facilities. 

FRESH WATER: Not available. 

FUEL: Not available. 

REPAIRS: No facilities. 

AIRPORT: Guarapari (20 km.) for light aircraft (air taxi). Vitoria (70 km.) 
Airport Eurico Sales, connection to other Brazilian towns. 

TIME: Local time is GMT minus 3 hours. 

HOLIDAYS: Local holidays: Contraternizacao dos Povos — 1st January; 
Passion Friday — movable; Tiradentes — 21st April; Labour Day — 1st 
May; Sao Pedro — 29th June; Independence of Brazil — 7th September; 
All Saints — 2nd November; Proclamation of the Republic — 15th 
November; Day of the City and Day of Our Lady of the Conception — 
8th December. 

POLICE/AMBULANCE/FIRE: Police (Guarapari) Tel. 261-0151. 
SERVICES: There are supermarkets at Guarapari. 

TELEPHONES: No facilities for placing telephones onboard. 
GENERAL: The Brazilian National flag shall be flown while in the Ponta 
do Ubu area. 

Line-handling port personnel will be available for handling ship's lines 
during berthing and unberthing. All shipboard work necessary for 
berthing, loading and unberthing, including, but not limited to, handli 
and tending moorings, opening and closing hatches and normal dec! 
cleanup, shall be performed by the ship's crew. 

Ships must have main engines ready and maintain watch while 
alongside the pier, unless specific permission to do otherwise has been 
granted by Marine Operations. 

The nearest town is Guarapari, 15 minutes to the North by car. Vitoria, 
capital of the State of Espirito Santo, is about 80 minutes by car to the 
North. Daily flights, operated by major Brazilian airlines, connect the 
state capital with the rest of the country. 

Ships causing oil pollution, dumping of waste, refuse, etc., in coastal 
waters will be liable for all resulting fines and cleanup costs. All ships 
must secure bilge systems while in the Ponta do Ubu area, and 
combination ore/oil and ore/bulk/oil carriers must exercise all 
precautions necessary to insure that ballast tanks and/or piping systems 
are free of oil contamination prior to arrival. Accidental and deliberate 
oil or oily mixture discharges in the area must be reported to Ponta do 
Ubu Marine Operations IMMEDIATELY. 

There are no shore facilities available at the terminal for receiving 
slops, and dirty or contaminated ballast. Masters are cautioned that 
discharging of anything other than uncontaminated ballast will be subject 
to penalties as prescribed by Brazilian law. 

Solid garbage and refuse disposal ashore can be arranged through 
Marine rations. 

Weather conditions and temperatures are moderate with year-round 
average highs of 27°C (80°F) and year-round average lows of 19°C 
(66°F). 

Winds recorded are less than 30 knots more than 95% of the time 
and prevailing winds are East to N.E. Local winds may have a significant 
effect on the tide. 

There are no significant currents noticed in the turning basin. 

For general information about currents in the Ponta do Ubu area, use 
South Atlantic Pilot Charts and Brazilian Coast Pilot (Roteiro). 

Sea conditions are generally moderate. 

Meteorological bulletins are available 24 hours a day through Rio de 
Janeiro coast radio station, Radio Arpoador, call sign PPR. 17,194 kHz. 


SHIPMASTER’S REPORT: 1978 (updated 1988). 

Documents: Please refer to other Brazilian ports, vessel came from Rio 
de Janeiro so only the nt and the Customs boarded and asked for 
3 Crew Lists, 1 Custom Store List and 1 Personal Effect List. We were 


told that to go ashore every Crew member needed a pass with picture 
attached but crew went to the near town of Guarapari after showing 
ssport or an identity card at the gate. 
Pilotage: The Pilot boards about 2 to 3 miles outside the channel. He 
comes on board by Pilot boat based at Point Ubu and even though we 
were in very light condition wanted to use the pilot ladder. Pilots come 
from Tubarao and Vitoria. 
Tugs: Three tugs are based at Point Ubu namely the “Curitiba”, 
“Piracicaba"” and “Aquidauana”. The first 2 are good and operate 
respectively on the bow and stern of the ship with 2 ship's nylon ropes. 
if vessel over 200 m. in length the Port Captain orders a fourth tug that 
must come from Tubarao (about 3 hours) and it is very helpful and 
werful. 
VHF: Marine Operations answered us about 2 hours from berth 
30 miles). 
Conk Cargo Facilities: We were the sixth ship to load in this port, the 
loading rate is around 4,000/5,000 t.p.h. at present. 
Medical: Ship's Agent can arrange to send people to the doctor at any 
time or to the hospital in the near town of Guarapari. 
Density: Checked over 3 days and always found to be 1026. 
Loading: The Bill of Lading figures are taken from the weightometer 
which is believed to be extremely correct, but it showed a difference of 
1,000 long tons over 37,000 long tons loaded on the ship. A surveyor 
carried out a draft survey on arrival and it was said that it was a check 
on the weightometer, being normal check that was carried out for these 
early loadings but the real figures are taken from the weightometer. 
2,000 long tons before completion of loading we stopped for trimming 
and the scale showed about 1,000 long tons more loaded than the ship's 
figures. Because of this, the Terminal considered the ship's figures 
(survey) and to these figures they added according to the scale the 
quantity we requested to complete loading. 


SHIPMASTER’S REPORT: December 1990. 

Pilotage: Pilot used pilot ladder even though freeboard was over 9.0 m. 
Tugs: For berthing: One tug forward on the port bow with 2 ship's lines, 
2 tugs aft with one line each and 2 tugs pushing. 


OPERATORS: Samarco Mineracao S.A. 

Ponta do Ubu: Postal address: Caixa Postal 205, 29.200 Guarapari, .S. 
Brazil. Tel. 261-1344, 261-0448. Area code* 027. Telex 272204 (SASA 
BR). Contact: Afranio Camarao Sobrinho, Manager. 

Central Office: P.O.Box 1317. 1,122 Paraiba Street, 9th Floor, 30.130 
Belo Horizonte, MG, Brazil. Tel: 239-8787, Area Code*031. Cable 
Address: Samarco. Telex: 0313068. 

Rio de Janeiro office: 63 Almirante Barroso Avenue, Group 2817, 20036 
Rio de Janeiro, Brazil. Tel: (021) 262-4620. Telex: 31262. 

*Code for Brazil: 0055. 

AUTHORITY: Capimar, 66 Mandel Silvino Monjardim Square, Vitoria, 
Espirito Santo, Brazil. Tel: (027) 222-4622. Telex: 0272102. 
Cables: Capimar Vit. Contact: lvar Marques de Souza. 


VILA DO CONDE: 01.33 S. 48.45 W. (See Plan) 


LOCATION: Situated on the right bank of the river Para, in the district 
known as Ponta Grossa, Municipality of Barcarena/Pa., about 40 km. 
from Belem. The port is an integral part of the industrial port complex 
built in the region of Barcarena, in conjuction with the two aluminium 
companies, Albras and Alunorte. 
APPROACHES: The access channel to the port is the same as for the 
port of Belem, as far as the front of the Island of Mosqueiro from there 
onwards, vessels proceed to the Port of Vila do Conde via the Bay of 
Marajo, no restrictions of depth in this stretch. They pass to the side of 
the islands of Cotijuba, Arapiranga and Carnapijo. 
ptt Length of pier 251 m. width 45 m. Location: 01° 32’ 42” S., 
° 45’ W. 
_ The external berth for solid bulk cargo has a depth of 20.0 m. at low 
tide; the internal berth for general cargo has a depth of 18.0 m. at low 
tide. The quay can take vessels up to 45,000 d.w.t. 
Equipment: 3 stackers and 1 mobile crane. Conveyor belt 4,500 m. long 
for moving alumina, copra, pitch and bauxite. Suction plant with 2 tubes 
and a capacity of 250 t.p.h. per tube. 
One covered warehouse measuring 50 m.x150 m. 
nner DISPOSAL: Not available, but in an emergency contact Port 
uthority. 
WASTE OIL DISPOSAL: Available at Belem (50 miles away). 
SEAMAN‘S CLUBS: None. 


SHIPMASTER’S REPORT: November 1986 (Updated 1992). 
Vessel: 38,100 d.w.tonnes. 
Berth: Albras Terminal. 
Location: Lat. 01° 32’ S., Long. 48° 45’ W. 
Pilotage: Call Salinopolis Pilots on VHF Channel 16. Pilots available 
24 hours and board on arrival. River Pilot will berth vessel. Same river 
pilotage for Belem and Vila do Conde. 
Approaches: Best approach to Salinopolis Pilot Station (Lat. 00° 31’ S., 
Long. 47° 22.5’ W.) is a course 167° heading for lighthouse. 

Pilot will board on bearing 167° and 8 miles from the lighthouse. 
A Strong current sets in a Westerly direction. 
Radio: PPL (Belem Radio) provides reliable services. 
Berthing: One berth for Alumina-in-bulk discharge. Length about 210 m. 
ltis not possible to berth if wind greater than Force 4 as no tugs available. 
Whilst waiting to berth, vessel can anchor about 1 mile off the berth. 
There is sufficient sea room for turning around. Customs, Immigration 
and Health officials may board while at anchor. Berthing usually 
Starboard side alongside, using one anchor. Jetty well fendered, but 
Standby with fenders aft. 
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Discharging: Cargo work possible throughout 24 hours. Two evacuators 

for discharging, can reach all hatches. Total capacity 600 t.p.h. For the, 

last 800 tons in each hold rate is 150 t.p.h. 

Density: About 995 alongside berth. 

Fresh Water: Available at berth. 

Fuel: Available at Belem. 

recta Two port watchmen compulsory, to be accommodated on 
ard. 

Repatriation: Belem Airport well connected with Recife and Rio de 

Janeiro, for international flights direct to Europe and U.S.A. 

Time: Local time is GMT minus 3 hours. (Summer time no longer kept). 

Shore Leave: No restrictions. Nearest small towns are San Francisco 

(20 minutes) and Vila do Conde (30 minutes) by car. Port Agent 

Transnav provides mini-bus. Belem in one hour from San Francisco by 

speed boat and two hours by regular boats. 

Provisions: All fresh provisions and bonded stores available from Belem 

ship chandlers only, can be ordered by telephone. The transportation 

costs added to the provisions bill. 


AUTHORITY: Companhia Docas do Para, P.O.Box 131, CEP 68447- 
000, Vila dos Cabanos, Barcarena, Para, Brazil. Te/: 091-754-1176. 
FAX: 091-744-1026. Contact: Mr. Kleber Menezes, General Manager 
(Tel: 091-754-1343). 


VITORIA: 20.19 S. 40.17 W. 


DOCUMENTS: See “General” before first port. 

APPROACHES: Length of access channel 3.5 miles, width 120 m., 
depth 10.6 m. Maximum speed allowed 5 knots. 

PILOTAGE: Compulsory. Vessel approaching port should communicate 
with Agent through local radio station, giving date and hour of arrival at 
pilot station so that they can arrange for a Pilot to be at the roads on 
arrival. Communicate direct to Pilot Association through VHF Channel 
16. Pilots maintain 24 hour watch. 

ANCHORAGE: The official limits of the port are: 

Arc of a circle of 1 mile radius, seaward, with centre at Santa Luzia 
au There is a 8.9 m. patch which will be removed in the near 
uture. 

Notice of Readiness is CS at as at time the Master radios advising 
vessel has anchored, SHINC, lay time starting 3 hours afterwards 
(subject to C/P). 

No draft limitations at anchorages. 

RESTRICTIONS: All sailings are to take place on a rising tide. Vessels 
of up to 205 m. can enter day or night. 

Vessels from 205m. to 242m. can enter during daylight hours, 
weather permitting. Vessels of this length must be assisted by 3 tugs, 
2 of which must be of at least 1,000 h.p. and the other of at least 
400 h.p. 

For turning in the manoeuvring basin, 2 tugs are required, one to be 
of at least 1,000 h.p. and the other of at least 400 h.p. 

MAX. SIZE: 35 ft. draft at HW and 32 ft. at LW. Also see “Tankers”. 
HEALTH: Free Pratique obtained by radio to Agents, addressed for 
“Saportos Vitoria” followed by ship's name, last port, ETA, and the letters 
ZT (meaning “my replies to the 6 questions on the port health declaration 
are negative”), and ZS (meaning “the sanitary condition of my ship is 
satisfactory”). Pratique is granted when this message is delivered by 
Agent to the port doctor. Also see “General” before first port. 

The Agent may send a reply containing the group ZY, meaning “You 
have Free Pratique”. In any case the time of Pratique is registered as 
time that the ship's cable was received by the Health Authorities. This 
Pratique does not allow the crew to go ashore until after Customs 
clearance. 

Crew vaccinations are done free. 

The Port Doctor usually arrives onboard some time after the visit of 
Authorities and it is important to have the Health Declaration ready for 
handing to him by a responsible person (to avoid a fine). 

RADIO: Local radio station, Vitoria Radio, call sign PPT. This radio 
station normally used by Agents when cabling vessels. 
Operating Frequencies: 

2 MHz band on transmission frequencies 2086 and 2096.5 kHz and 
on the emergency frequency of 2182 kHz. 

4 MHz band — transmission frequency 4403, 4382.2, 4403.9 and 
4143.6 kHz. 

8 MHz band on the transmission frequencies of 8291.1, 8780.9, 
8802.6 and 8774.7 kHz and reception 8278.8 kHz and 8257 kHz. 
VHF: Request Pilot on Channel 16 and 12 one hour before arrival. Upon 
notice it then takes Pilot 40 minutes to reach vessel. 

TUGS: Tugs join vessels at anchorage. Ship's lines used. Tugs have 
no lines on board. The lines given to tugs should be without wire as the 
swell usually prevailing causes severe sudden stresses on the tow lines. 

2 tugs of 1,680 h.p., (20 tons) and 4 tugs of 1,600 h.p. (22 tons). 

Vessels up to 2,000 g.r.t. require 1 tug, up to 10,000 g.r.t. require 
2 tugs and over 10,000 g.r.t. require 3 tugs for berthing. 

Vessels up to 2,000 g.r.t. require 1 tug and vessels over 2,000 g.r.t. 
require 2 tugs for unberthing. 

BERTHING: 
Commercial Quay: No restrictions for vessels berthing at Nos. 4 and 5 
Warehouse, entrance and sailing at any stage of tide. Max. drafts are: 
No. 5 Warehouse — 23ft.08in. (with pontoons 26 ft.O6in. — 
30 ft. 02 in.), max. length 582 ft. 

No. 4 Warehouse — 23 ft. 08 in. (with pontoons 27 ft. 02 in. — 30 ft.), 

max. length 572 ft. 


(See Plan) 


285 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


No. 3 Warehouse — 25 ft. 08 in. (with pontoons 25 ft. 
max. length 396 ft. 
— 25 ft., max. length 297 ft. 

No. 2 Warehouse — 15 ft. 04 in., max. length 402 ft. 

Vessels at Nos. 2 and 3 restricted to sail on flood tide only. 

Paul Quay: Mineral and other solid bulk discharge: Max.draft 35 ft. 06 in. 
(with pontoons 39 ft. 09 in., for discharge limited to 32 ft. at next ebb 
tide), max.length 853 ft., limited to entry only at beginning of ebb tide; 
sailing at any stage of tide. Discharge by 3 mechanical grabs, daily 
unloading rate 15,000 et tons. 
Capuaba Quay: Length of quay: 2,145 ft. Depth: 30 ft. — 35 ft. 
eneral cargo warehouse of 4,000 sq.m. 
Open storage area of 120,000 sq.m. 
Road and rail access: 
Length of roadway: 10,236 ft. 
Width of platform: 52 ft. 
Length of bridge over River Aribiri: 413 ft. 
Length of railway: 2,165 ft. 

Vertical silo with capacity 30,000 tons in the first phase and 
90,000 tons in the final phase, and the horizontal silo of 40,000 tons. 
Export cereals (soya, maize, etc.), Ro-Ro, Various products, importation 
of wheat and containers. 

Operational speed: 2 towers of 600t.p.h. (loading) and 300 t.p.h. 
(discharging). 

Cells: 28 ft. diameter and 115 ft. high. 

Tower elevator: 276 ft. high. 

Belt transport: 2,625 ft. 

Cranes: 2 electric gantry cranes 6.3 tons capacity. 

2 electric gantry cranes 12.5 tons capacity. 
2 electric gantry cranes 32 tons — 40 tons capacity. 

Transtainer: 1 electric gantry transtainer 30.5 tons capacity. 

Atalaia Quay: The Quay is an extension of the grain berth at the Capuaba 
Quay. Max. draft 33 ft. (35 ft. with pontoons). Max. length 364 ft. Vessels 
berth and sail on flood tide. 

Dolphins: Max. draft 31 ft. 09 in. Max. length 394 ft. 

Flexibras: Max. draft 22 ft. Max. length 426 ft. 

Ro-Ro: Max. draft 30 ft. Max. length 485 ft. 

lron Ore Berths: 

Paul Quay: (Also see “Shipmaster’s Report” — February 1986). 
Max. draft 35 ft. length 524 ft. There is one loading area with a capacity 
of 600/900 t.p.h. depending on type of ore. Max. reach beyond quay 
edge, 49 ft. Width of pontoon, 14 ft. 


CRANES: 13 electric gantry cranes 1.5 — 12.5 tons capacity, 2 mobile 
cranes 15 — 27 tons capacity and 1 heavy lift crane 200 ton capacity. 
BRIDGES: Bridge under construction in position Lat. 20° 19'S., 
Long. 40° 17’ W. 

STEVEDORES: On ETA cable general cargo ships should include 
number of gangs required. 

MEDICAL: No advance notice of required medical attention. Hospital 
facilities available. 

TANKERS: Esso and Shell Terminal: Berthing and unberthing can take 
place during day or night period, provided vessels draft does not exceed 
22 ft. Max. length permitted 531 ft. 5 in. with max. draft of 27 ft. Vessels 
must enter on ebb tide and sail at high tide. 

DENSITY: Average density at Vitoria 1025, but lower during rainy 
season. 


FRESH WATER: Fresh water available at Commercial Quay, Vitoria 


— 29 ft.), 


Iron Ore Berths, Paul Quay and Esso Terminal. Rate of delivery 30 t.p.h. 


A barge with capacity of 50 tons may be adapted to carry water. 
FUEL: Esso Berth: Bunkers can be taken here, supplied under gravity only. 

Max. draft 27 ft., and length restricted to 531 ft. Due to various factors, 
the taking of bunkers in Vitoria is not recommended, however, fuel is 
rSergaia by road tanker at the Commercial Quay. Rate 10,000 litres/ 


Esso and Petrobras can supply Bunker “C”, fuel oil and diesel oil, the 
last two being available by truck. 


CONSULS: Consular representatives available in Vitoria 

REPAIRS: Deck and engine repairs available. 

WATCHMEN: Compulsory at Commercial Quay in Vitoria. Not available 
at Vitoria Ore Terminals. 


OPENING/CLOSING HATCHES: Normally done by stevedores except 

in cases of modern vessels using MacGregor hatch covers, when crew 

asked to close hatches. 

CUSTOMS ALLOWANCES: Each Crew member allowed 200 

cigarettes out of the bond. One bottle, wine or spirits opened, for each 

crew member. 

REPATRIATION: There are flights daily from Rio de Janeiro to Vitoria. 

AIRPORT: Airport located 8 km. from centre of town and is served by 

daily flights to principle cities in Brazil. 

TIME: Local time GMT minus 3 hours. 

HOLIDAYS: January 1st; April 21st; May 1st; September 7th and 8th; 

October 12th; November 2nd and 15th; December 25th; Good Friday; 

Nossa Senhora da Penha and Corpus Christi. Only holiday when no 

beech nga work is possible is Good Friday; exception made to iron-ore 
ing. 

POLICE/AMBULANCE/FIRE: Police Tel: 190. Maritime Police Tel: 223- 

5000. Radio Patrol Tel: 227-2111. Ambulance Tel: 222-4646. 

Emergency Hospital Tel: 223-0203. Fire Brigade Tel: 193. 

TELEPHONES: No facilities for placing telephones on board. 


IDENTIFICATION CARDS: Required with photographs to enable 
officers and crew members to go ashore. Agents supply forms. 
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SHIPMASTER’S REPORT: February 1986. 
Vessel: 40,000 d.w.t. Length 625 ft. 5-hold bulk carrier. 
Berth: Paul Quay. 
Cargo: Loading pig iron. 
The following information was obtained during loading at Vitoria. 


Question: | What is the draft alongside the loading berth at low tide? 

Answer: 32 ft. brackish water. This is not true all the way along the 
berth, as for a length of about 50 m., by way of where 
No.2 hold was, there is a mound of mud, which is at a 
depth of 26 ft. at LW. This mud is very soft. 

Question: What is the minimum air draft? 

Answer: 39 ft. This also can be more as the loading arm can be 
raised a further 6 ft., but of course then will not over reach 
the centre of the hold. There is no need to have ballast in 
No. 3 hold. 

Question: | What is the loading rate per hour? 

Answer: If the cargo is available and if the machinery does not break 
down 800 t.p.h. is possible. 

Question: | What is the water density at low and high tide? 

Answer: Low tide 1010, high tide 1024. 

Question: —_How is the quantity of the cargo determined? 

Answer: The cargo arrives by train loads and the weight is known 
but there is no shore scale at the loading equipment and 
the weight is determined by draft survey. 

Question: | What is the storage factor of the pig iron? 

Answer: 10.80 cu.ft. per long ton. 

Question: | Which side alongside? 

Answer: over starboard side alongside and ship's gangway 
used. 

Question: Availabilty of fresh water? 

Answer: Yes, available at the berth. The vessel must use its own 
hoses. Unlimited amount. 

Question: | When are draft surveys taken? 

Answer: By Charterer’s Surveyors, prior commencement of loading 
and on completion of loading. The Charterer’s Surveyors 
must be advised prior to commencement of loading of the 
quantity of bunkers and fresh water that the vessel intends 
to load. Draft survey determines the Bill of Lading. 

Question: | What are the working hours? 

Answer: 0600 — 2200 hrs. each and every day. 

Question: | How many loaders? 

Answer: One which moves on rails to which ever hold is to be 
loaded into. 

Details of the loader’s dimensions. 

Height of loader arm from the jetty, 9.25 m. 

Height from the water level at LW to the quay 3.10 m. 
(Neap tides). 

Length of loader outreach 20.7 m. However, distance 
from loader on its rails to edge of the quay 6.25 m. and 
further deduction of 3.25 m. for thickness of fender. 

Question: | What are the facilities for bunkering? 

Answer: All bunkers are supplied in Brazil by Petrobras and at 


Victoria are supplied when the vessel is alongside and are 

ex-barge. Bunkering can be carried out during loading. 
Additional Information: Soundings taken on the starboard side of the 
vessel indicate an area of mud by way of No. 2 hold. 

The vessel moors starboard side alongside and two floating pontoons 
are placed between the ship and the jetty. These pontoons are 5.0 m. 
long and 3.5 m. wide. As already stated there is 26 ft. of water only at 
low tide at No. 2 hold. Therefore once the loading has reached almost 
that stage, for the vessel to remain afloat, it is neccessary to move the 
vessel further from the quay forward. The floating pontoons are placed 
one forward and one aft. If the vessel is hove in aft using the breast 
lines and the head lines slackened then the bow will come off the quay 
and an additional floating fender can be placed forward thus the vessel 
will lie against 2 fenders. There is then enough water to load to 9.75 m. 
forward at low tide. 

Local information says that some ships just ignore the mud (it is very 
soft) and just load to 9.5 m. without placing the additional fender in place. 
Once the vessel is lying alongside 2 fenders forward the loader arm can 
still deposit the cargo into No. 2 hold in the centre of the hold but for 
No. 1 nold this would not be possible. Therefore, if possible, ensure that 
the cargo to be loaded into No. 1 hold is completed before moving the 
vessel off the quay and placing the second fender. 


SHIPMASTER’S REPORT: July 1987. 

Vessel reported Time, Latitude and Longitude of anchoring position 
to Vitoria Pilots, Vitoria Port Control and Vitoria Radio (PPV). A telegram 
was sent to the Agent's telex number via PPR, giving some details and 
Notice of Readiness. Notice of Readiness was accepted next morning 
after an evening arrival. Initial advice was a wait of 10 days, and an 
airdraft of 11.5 m. at high water. 

Vessel was ordered to Atalia Quay, by primary Charterers/Exporters 
after 6 days. This berth found to have 8.55 m. when using 2.5 m. stand- 
off fenders and only 7.47 m. on 1.0 m. tyres. The stern overhung by 
35 m. — 60 m. and a shore gangway was used amidships. 

The berth was originally built for iron ore shipment, with a row of bins 
along the cliff face. 3 loaders, the middle out of order, have a range of 
about 110 m. travel. The loader couples to the door of the bin, and cannot 
move while cargo is running. The boom has limited slew and could only 
reach 10.8 m. on to the ship when using the stand-off fenders (12.3 m. 
on the rubber tyres). The spout is manually guyed by ropes, which are 
then tied for the run of the bin. 4 wooden gratings were put on the tank 
top with a fifth grating on their junction, to break the fall of the first pieces 
of pig iron. 

The pig iron piled up to a height of 7 m. without covering the whole 
tank top, despite all efforts with the spout, and listed readily towards the 
quay. 


This vessel (45,000 d.w.t.) berthed with No. 3 hold ballasted to obtain 
the airdraft, and was obliged to load Holds No. 1 and No. 5 alternately 
while deballasting 10,500 tonnes. This created very high bending 
moments even on the harbour condition figure. The ship was warped 
some 25 m. up and down the quay in order for the loaders to reach the 
hatches. 

The vessel finally ceased loading with a list towards the quay and 
waited for a bulldozer to be provided to trim the cargo. This is an extra 
charge, fiercely resisted by the shippers, and causes delay. While 
waiting, the list increased by 1° and pieces of pig iron would break away 
and roll down the pile dislodging other pieces on the way until some 
5 to 8 pieces would hit the shell plating with a loud clang. 

The tractor was used for 24 hours, concurrently with loading in other 
holds, to finish on the rising tide. 

All parcels of cargo were measured by Draft Surveyor, with some 
5 surveys for the 26,000 tonnes shipped. A claim was made for 
dead-freight on the shortage. 

The vessel returned to sea anchorage to await the secondary 
Charterer/Exporter's cargo. After a total delay of 8 days the vessel was 
ordered to Paul Quay, said to be 160 m. long. When berthed on 3.6 m. 
fenders a depth of 10.0 m. was found at zero tide. The stern overhung 
by 35 m., and access was by pilot gangway used with small shore brow. 
The after lines were all abreast on to hooks set into the ground. 

The single travelling loader is fed by conveyor belt, and can move 
while the cargo is running. The boom can also be slewed and luffed, 
while the spout is operated by hydraulic ram, maximum reach on board 
the vessel is 11.0 m. The operating range along the quay is about 120 m. 
and it was necessary to warp ship for No. 5 hold. 

The cargo was wetted in the wagon and then shaken on a tray before 
loading. The pig iron piled up to a height of 5m. and 6 m. ve its 
sides, in a partly loaded hold. The shipper was required to hire another 
bulldozer to level out the pile, at a stated cost of U.S.$ 1,100 for 24 
hours. The bulldozer also helped to list the ship away from the quay. 

The loader is prone to breakdowns, and schedules may slip. The main 
stockyard for pig iron is said to be 20 km. away, making difficulties in 
positioning. 

Final loading is done on a rising tide to a draft of 10.66 m. All 
measurements by draft surveys with multiple surveyors frequently in 
disagreement. Vessel sailed one hour before high water. 

The design of both berths is said to be for vessels of 28 m. maximum 
beam, so it is very frustrating for vessels of 31.5 m. beam. The Inspection 
party for Port Clearance totalled 7 persons. 

Radio: Local radio station now PPV, working only on VHF, with satellite 
relay further North. 

Tugs: Require 2 ship's lines from same fairlead, exactly even, when 
near Penedo. Tugs sometimes use their own very heavy rope for 
alongside work. 

Bridge: Span over navigation channel in position, said to be 55 m. 
clearance. 

Density: Ranges from 1006 to 1026, according to season, position and 
tide. The average range for finishing loading 1018 to 1023. Pig iron 
cargoes require very many draft surveys. 

Trimming: Bulldozers available for trimming pig iron inboard at extra 
cost. 

Swinging Circle: Off Cupuaba Quay, said to be limited to 30 ft., with a 
6.7 m. rock on the North side. 

Berths: South side from West to East: 

Tanker pier with dolphins. 

Paul Quay — For export of pig iron. 10.0 m. depth at zero tide on 
pontoon fenders. Vessels load to 10.66 m. on rising tide 
to sail immediately. Airdraft said to 11.5 m. One loader 
with 11.0 m. reach inboard. 

Usiminas — For import of coal cargoes. 3 grabbing cranes, depth said 

to be 10.6 m. on pontoon fenders. 

Alcohol & Molasses Dolphins — largely unused. 

Atalaia Quay — For export of pig iron, 8.55 m. depth at zero tide on 

metal fenders 2.5m. from quay. Airdraft 11.5 m. 
3 loaders, (one out of order) reach 10.8 m. Vessels 
load to 9.14 m. on rising tide to sail immediately. 

Capuaba Quay — Extension of the grain berth at Atalaia Quay. Silo 

plant at Western end, open quay with Ro-Ro berth 
at Eastern end. Ro-Ro vessels berth against 
dolphins and cliff face. 


SHIPMASTER’S REPORT: June 1988. 
Documents: We received telex from Agent prior to arrival requesting the 
following documents on arrival: 
13 copies Crew List. 
3 copies Personal Effects List. 
3 copies Bonded Stores List. 
1 copy Health Declaration. 
1 copy Vaccination List. 
3 copies Spares List (Deck, Engine Room, nautical spares, e.g. Main 
Gyro — 1 — no spare parts; Gyro Repeaters — 3 — no spare 
; parts; Radar — 2 — no spare parts). 
Bridge: New bridge will soon be open to traffic — verticle clearance 55 m. 
Agent's Advice: Prior to arrival and on sailing advise “Concontramar 
Rio de Janeiro” the following: Vessel’s name, Nationality, Call Sign, 
Port of Origin, Type of Vessel, Location and ETD. 
Do not leave garbage drums overboard. 
Do not leave Pilot Ladder over side. 
Keep Brazilian flag in good order — request new flag if necessary. 
Beware of thieves boarding at anchorage and on the offside when 
alongside berth. 
Contact Pilot Station on VHF Channel 16 on arrival to guarantee 
berthing position. 
AUTHORITY: Companhia Docas do Espirito Santo — CODESA, 
Av. Getulio Vargas No. 556, Vitoria, Espirito Santo, CEP 29000. 
Tel: (027) 222-1311. Telex: (027) 2118. FAX: (027) 222-7360. 
Contact: Dirceu Cardoso, Director-Presidente. 


NOTES 
Please also advise Shipping Guides Ltd. 


BRAZIL 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Brunei Darussalam 


LUMUT: 04.43 N. 114.26 E. (See Plan) 


PORT LIMITS: Lumut is included in the Government Kuala Belait Port 
area. The boundary is parallel to Latitude 4° 47’ N. 


DOCUMENTS: 

6 copies Crew List. 

2 copies International Maritime Declaration of Health. 

2 copies Vaccination List. 

1 copy Last Port Clearance. 

2 copies Cargo Declaration. 

2 copies Crews Effects Declaration. 

2 copies Passenger List. 

2 copies Ship's Certificates. 

2 copies Ship's Stores Declaration. 

The Agent will board the vessel either at the anchorage or in the berth, 
and arranges Customs and Immigration Clearance. Port Authorities do 
not normally board vessels at Lumut, but may do so. Cargo 
documentation is handled by the BLNG Berthing Master. 


APPROACHES: Caution must be taken when approaching Brunei 
Coastal waters because of the numerous number of platforms and 
drilling rigs in the oil fields. The area is serviced by numerous support 
craft, and barges under tow may be encountered. Latest Notices to 
Mariners should be consulted for details of Safety Zones. 


PILOTAGE: Pilots are provided by Brunei Shell Petroleum Co.Sdn.Bhd. 
at the request of BLNG. The Pilot will board the vessel 2 miles North of 
the Terminal from a 20m. pilot and mooring line handling launch. 
Masters must ensure that the pilot access is rigged as per current 
regulations, and a good lee is provided. A clean heaving line is 
necessary. The pilot launch will work on VHF Channel 71, call sign 
“Lumut Pilot”. 

The Pilot remains on board the vessel during the time it is moored 
and is the BLNG Berthing Master and representative on board. 


ANCHORAGE: The anchorage area sateen “C”") is for vessels 
calling at Lumut and is located 3.0 miles North of the berth. The area is 
contained within the following limits: 

Latitudes: 04° 45’ N. and 04° 46’ N. 

Longitudes: 114° 26’ E. and 114° 28’ E. 


RESTRICTIONS/MAX. SIZE: Lumut currently has 2 berths for LNG 
loading. The original berth may be used for the loading of dedicated 
Brunei Shell tankers with a stern loading facility, and is not available to 
vessels without this stern loading arrangement. Draft restrictions apply 
in this berth, which are advised to the vessels prior to arrival. 

The new berth is of the conventional side loading design. 


Maximum arrival draft 10.0 m. 
Maximum arrival displacement 94,700 tonnes 
Maximum departure draft 11.3 m. 
Maximum length overall 290 m 
Minimum length overall 260 m 
Minimum length parallel body (centre at manifold) 90 m 
Minimum manifold elevation above still water 16.0m 
Maximum manifold elevation above still water 23.6 m 
Maximum manifold offset from midships 10.0 m. 


Detailed design restrictions of vessel's mooring, manifold and cargo 
equipment apply. All prospective vessel's details must be vetted By 
BLNG and BSP Marine Department before vessel may be accepted to 
the side loading berth at Lumut. 

Lumut is an open sea berth without breakwaters of any kind. Therefore 
sea conditions may restrict the berthing and mooring of vessels in both 
berths. Conditions exceeding 25 knots wind and 2.0 m. seas will make 
berthing unlikely. 


HEALTH: A detailed shipping report has to be completed for the Brunei 
Government Marine Department. The Agent will provide the forms for 
completion. 

If the vessel comes from an infected port or its state of health is 
suspect, the Medical Officer may board in order to inspect crew and 
relevant Medical Certificates. 


RADIO: Arrival Advice: Confirm ETA at least 72 hours in advance, also 
declaring Bill of Health and estimated cooldown time required. 
Communications with Brunei Liquified Natural Gas (BLNG) LPS/1/4 and 
Agents (Jasra Harrison) is by Telex via Inmarsat. 72 hours and 24 hours 
from Lumut the Master should advise his ETA to BLNG and Agents. In 
addition, Brunei Shell Radio (Call Sign VSL—1) maintains a listening 
watch for LNG carriers at 0945, 1345 and 1745 local time (GMT + 8 
hours) daily, on 8354 — 8374 kHz, transmitting on 8558 kHz. 

Vessels should contact “Lumut Control” on Channel 71 when within 
VHF range and confirm ETA. 


VHF: A VHF station at Seria (call sign “Brunei Shell Radio — VSL-1”) 
maintains a continuous watch on Channel 16 with Channel 19 as a 
working channel. 

A VHF Station (Port Control) at Lumut (call sign “Lumut Control’) 
maintains a watch from 12 hours before vessel's ETA on Channel 71. 
abaya 71 is normally used as a working channel, Channel 73 as 
alternative. 


TUGS: Berthing at both berths is with the aid of 2x39m. long 
(4,800 h.p.) tractor tugs. For larger vessels on the side berth (up to 
135,000 cu.m.), 3 tugs will be utilised. Tugs will utilise tug’s tow lines 
and connect to side shell bitts when fitted and weather conditions allow, 
or tow-off the deck in other cases. 

One tug performs the function of emergency stand-by with the other 
available at longer notice during the period the vessel is alongside. The 
tugs are equipped with half-FF1 equipment with additionally 2 tonnes of 
dry powder for LNG fires. 
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BERTHING: The stern loading berth is restricted to Brunei Shell Tankers 
uniquely equipped to load from a stern loading crane. It is not suitable 
for other vessels. 

The side loading berth (See “Plan’’) is designed for LNG carriers from 
75,000 cu.m. up to 135,000 cu.m. with loading connections close to the 
midships point. The berth is at the end of a 450 m. long Westerly spur 
from the original 4.5 km. long jetty extending from the shore. A dredged 
berth pocket of 13.2 m. below C.D. allows vessels to load to a maximum 
draft of 11.3m. with 1.9m. under-keel clearance (this is subject to 
manifold height and loading arm restrictions). 

The vessel will generally follow a Westerly track (See “Plan”), and 
the final approach will be from the West with tugs connected on the port 
side. The vessel is turned to the North and moves stern first into the 
berth. Moorings are run by two mooring launches. 

The vessel lies alongside 4 low-friction face fenders and moors with 
4 breast lines and 2 springs for smaller vessels, and 4 breast lines and 
3 springs for larger vessels, fore and aft. Moorings must be minimum 
44 mm. diameter wires with 11 m. nylon pendants attached by Mande! 
shackles or similar. All wires must be fitted to self-stow winches with 
minimum heave capability of 20 tonnes on the springs and 30 tonnes 
on the breasts. A mooring load monitoring system is incorporated in the 
hooks ashore, and minimum tensions on moorings must be maintained 
throughout the vessel's stay in the berth. 

The gangway is lowered temporarily for access by BLNG personnel 

for sonpectng and disconnecting the loading arms, and is approximately 
14.0 m. aft of the vapour manifold connection. 
CARGO HANDLING: The side loading berth has 216 in. ASA liquid 
loading arms and one vapour return in the liquid-vapour-liquid 
configuration. Vessel’s manifolds must conform to IMF and have a 
maximum flat face flange thickness of 39.8 mm. to accept the loading 
arm hydraulic couplers. 

Emergency shut-down systems are effected by a fibre optic link 
between ship and shore, based on the Japanese Furukawa system. 

Liaison with the shore is via the Berthing Master on board, utilising 
the telephone link via the fibre optics with VHF Channel 71 as back-up. 

Vessels must have a compressor capacity of minimum 20,000 
cu.m./hr. for vapour return to shore. 

Maximum loading rate is 5,400 cu.m./hr. 

MEDICAL: Emergency treatment only can be arranged via the Agent. 
There are 2 Government hospitals in the country, and one private 
hospital for Shell employees. All serious cases are handled by the 
hospital in Bandar Seri Begawan (the capital). 

DENSITY: 1020 — 1025. 

FRESH WATER: Not available. 

FUEL: No repair facilities available. 

REPAIRS: Small emergency repairs may be carried out in Brunei Shell 
Petroleum Company's workshops. Request for repairs should be made 
in advance by radio. 

TIME: Local time is GMT plus 8 hours. 

SHORE LEAVE: Not permitted. 

GENERAL: Specia/ Regulations: The Brunei national flag should be 
flown during hours of daylight. 

The ship's main radio transmitters must not be used whilst the vessel 
is moored at Lumut. 
immobilisation of Engines: Vessels are not permitted to immobilise main 
engines whilst at the berth. 

Stores and Laundry Facilities: Not available. 

Tank Cleaning and Dirty Ballast Facilities: Not available. 

AGENCY: Agent for all Shell Owned and Chartered vessels calling at 
Lumut is Jasra Harrison, Jalan Sungei, P.O.Box 16, Kuala Belait, Brunei. 
Telex: BU 3315. Cable Address: Crosfield Kualabelait. 

AUTHORITY: Brunei Shell Petroleum Company Sdn. Bhd., Seria 7082, 
Negara Brunei Darussalam. Tel: (673) (03) 78443. Telex: BU 3133. 
Cables: Brunshell Seria. FAX: 78428. Contact: SMR/2, Head of Marine 
Operations. 


MUARA PORT: 05.01 N. 115.04 E. (See Plan) 


PORT LIMITS: The sea area within Lat. 4° 58’ N. and 5°05’ N. and 
Long. 115° 03’ E. and 115° 10’ E. 
UMENTS: 

2 Crew Lists. 

2 Passenger Lists. 

2 Dangerous Goods Lists. 

2 Manifests (plus 1 additional copy for Port Department). 

1 Health Document. 
PILOTAGE: Application for Pilot 24 hours in advance by telegraph 
through ship’s Agents. Pilot boat awaits at Beacon No. 1, Lat. 
5° 03’ 39.9” N., Long. 115° 06’ 06.3” E. Pilot boat is painted white. If on 
arrival No. 1 Beacon pilot boat not visible then ships should call “Muara 
Harbour” on VHF Channel 16. Pilotage compulsory and available from 
0715 hrs. to 1800 hrs. Beyond that period, pilot is available up to 
2200 hrs. with 24 hours notice. Vessel should anchor in vicinity of No. 
1 Beacon when awaiting Pilot. 
ANCHORAGES: Safe anchorages available vicinity No. 1 Beacon, S.E. 
of Tanjong Sapo Light (Lat. 4°59.7’N., Long. 115° 07.6’ E.) and in 
Muara Harbour 4 cables S.S.W. of the wharf. 
RESTRICTIONS/MAX. SIZE: Vessels can enter and leave Muara Port 
up to 1800 hrs. Beyond that period, vessel can enter/leave up to 
2200 hrs. with 24 hours notice. 

Minimum depth in dredged channel is 10.0 m. ACD. 


VHF: Ports Department VHF Channels 11, 12, 13, 14 and 16 in operation 
Mondays to Thursdays and Saturdays from 0745 to 1630 hrs. local time. 
Call sign “Muara Port”. 

RADAR: No port radar service available. 

TUGS: Two Government owned tugs with firefighting capabilities are 
available at Muara Port. Normally one tug is used to assist vessels in 
berthing/unberthing. However, if vessel requires two tugs, then at least 
24 hours notice must be given to the Marine Department to ensure 
availability. Tugs are of 1,650 b.h.p. and 1,248 b.h.p. each. 
BERTHING: The main commercial berth is 611 m. in length with a 
maximum draft of 10.0 m. An additional berth of 87 m. with a maximum 
draft of 5.2 m. is also available for smaller craft. Mobile shore cranes 
available upto 35 tonnes capacity. 

STEVEDORES: Provided by ship's Agents. Major commodities are 
general cargo and cement, oil well cement, tubulars, machinery and 
vehicles. 

MEDICAL: Hospital available 16 miles from port. Port Health Clinic 
outside port main gate. 

DENSITY: Salt water. 

FRESH WATER: Readily available at wharf, cost Brunei $4 per 1,000 
allons. 

EL: Ay speed diesel available in small quantities. 

CONSULS: There are several Consulates, Embassies and High 
Commissions in Bandar Seri Begawan. 

REPAIRS: Minor deck and engine room repairs possible. 

DRY DOCKS: None. 

SURVEYORS: Lloyd's and American Bureau are represented. 
GANGWAY/DECK WATCHMEN: Not compulsory but available through 
Agents on request. 

HATCHES: Opening and closing by crew or stevedores at ship's option. 
CARGO GEAR: Loading/discharging normally effected by ship’s gear 
but 30 tonne capacity mobile crane available from Ports Department on 
request. Slings, nets, tarpaulins, 30 ton capacity low loader and 
container platform trailer available from Ports Department. 
REPATRIATION: Shipping Office is located at the Marine Department, 
Serasa, Muara, and branch offices are located at the Port's Department 
peek hy Muara and the Customs’ Building in Bandar Seri Begawan. 
AIRPORT: International airport 12 miles from port. Regular services to 
Singapore, Hong Kong, Manila, Kuala Lumpur, Bangkok, Sydney and 
direct flights once weekly to United Kingdom. 
TIME: Local time is GMT plus 8 hours. No alterations in clocks 
heh ee year. 

HOLIDAYS: Hari Raya Puasa, Hari Raya Haji, Chinese New Year (all 
dates moveable) Christmas Day. Work can usually be arranged on all 
holidays with exception of Chinese New Year when direct delivery to 
vehicles only available. 

POLICE/AMBULANCE/FIRE: Police 772333. Ambulance 222366. Fire 
772255. 

EMERGENCY CO-ORDINATION CENTRE: National Search and 
Rescue Co-Ordination Centre is located at the Department of Civil 
Aviation, Berakas. Tel: 332600/01/02, 330142, 330454, 330896. 
TELEPHONES: Available onboard with prior arrangement with 
Telecoms Dept. 

ppt een Diver available, cold store facilities available. 

Bank of America NT & SA, Suri Building Jalan Tutong, P.O.Box 2280, 
Bandar Seri Begawan. Telex: BU 2235. 

The Chartered Bank, 145 Jalan Chevalier, P.O.Box 186, Bandar Seri 

jawan. Cable: Chartbank. 
itiBank N.A., 147 Jalan Chevalier, P.O.Box 2209, Bandar Seri 
awan. Telex: BU 2224. 

STORING: See “Prelims”. 

1. Yes. 

2. Yes. 

3. Yes. 

4. Yes. 

5. Ports transit sheds and warehouses, or depending on nature, 
quantity and weight, may be stored outside in the open yard. Dangerous 
goods are not to be stored in warehouse except with Customs approval. 

Export cargo to have Customs Declaration approved before storing 
onboard ship. 

6. Yes, but requires supervision. 

SHORE LEAVE/IDENTIFICATION CARDS: After clearance inwards 
Crew members are allowed ashore if in possession of discharge book, 
identity card or passport. 

nee DISPOSAL: Truck available at Muara Port at cost of BS 40 
per trip. 

WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS: None. 

CURRENCY: Brunei Dollar (B$). U.S.$1.00 = B$1.57 (March 1994). 
AUTHORITY: Land Side: Director of Ports, Ports Department, Muara 
Port 4020, Brunei Darussalam. Tel: 02-770222/23/24/25. 
Telex: BU 2748. Cables: Ports Brunei. FAX: 02-770283. 

Marine Side: Director of Marine, Marine Department, Muara 4053, 
Brunei Darussalam. Tel: 02-771347 to 771356. Telex: BU 2650. 
FAX: 02-771357. 


BRUNE! DARUSSALAM 


SERIA (Kuala Belait): 04.43 N. 114.19. (See Plan) 


LOCATION: Seria is an open sea berth port. At present 2 SBM's are 
in operation located approximately 5.4 miles off the coast in the following 
positions: 

SBM 1: Lat. 4° 42’ 50” N. Long. 114° 18’ 54” E. 

SBM 2: Lat. 4° 42’ 50” N. Long. 114° 19’ 44” E. 

Both SBMs are operated by Brunei Shell Petroleum Co. Sdn. Bhd. 
WARNING: Masters are requested to give the numerous drilling 
structures in this area a wide berth. 

A safe approach can be made from 5° 02’ N., 114° 10’E. on a course 
of 160° but caution remains necessary. 

Waiting tankers should only anchor in “Bravo” Anchorage. See BA. 
Chart No. 2109. 


FLAGS: The Brunei National Flag should be flown during hours of 
daylight. 
DOCUMENTS: Papers Required On Arrival: 

6 copies of the Crew List. If the vessel is stemmed for Japan, 6 extra 

copies are required from non Japanese flag vessels. 

2 copies of International Maritime Declaration of Health. 

2 Vaccination Lists on the first visit and subsequently an updated List. 

1 copy of Last Port Clearance. 

3 copies of Ship's Stores Declaration. 

3 copies Crews Effects Declaration. 

2 copies Cargo Declaration. 

3 copies Passenger List (if applicable). 

2 copies of all Ship's Certificates (Certificate of Registry, Load Line 
Certificate, Safety Se Certificate, Safety Radio Certificate, 
Safety Construction Certificate, Derat Certificate and Civil Liability 
Certificate). 

The boarding clerk will supply and prepare the following documents 
for the Master's appraisal and signature: 

Marine Shipping Report. The form will be completed by the boarding 
clerk who will need to see the ship's papers. 

Quarantine Entry Declaration Form. 

Inward Manifest. 

Departure: Bills of Lading will be completed by the Berthing Master 
before the vessel sails. Generally 2 —3 hours after completion of loading. 

No advance Outward Port Clearance for vessels at the SBM or 
anchorage will be issued prior to the receipt of Inward Port Clearance 
and copies of ship’s Certificates by the Marine/Customs Departments 
(This requirement may be waived depending upon vessel's arrival time, 
etc.). 


APPROACHES: Approaches to the Berth and Anchorages: 

There are many oil field production structures off the coasts of 
Sarawak, Brunei and Sabah coupled with a large amount of exploration 
and drilling activity. These field structures both surface and subsurface 
pose a hazard to navigation and Masters are advised that they should 
give all these activities and fields a good wide berth. 

Safety zones have been declared around the major oilfields. No vessel 
may pass through or approach within 500 m. of single platforms. 


PILOTAGE: The Berthing Master and Mooring Assistant board incoming 
vessels 2 miles North of the SBM. The pilot launch leaves from the 
Kuala Belait river mouth. Low tides may restrict the launch in crossing 
the river bar for up to 6 hours. 

Masters are requested to provide a good lee for the launch to facilitate 
the boarding and lifting of radio sets and mooring equipment. 

The pilot ladder must be in good condition, fitted with spreaders, be 
properly rigged and secured, adequately lit at night and well clear of the 
ship's propellers. When the accommodation ladder is used it must be 
rigged well clear of the water with a pilot ladder below to gain access 
to the main ladder. 

Crew members must be in attendance at the ladder head where a 
lifebuoy and clean heaving line should be sited. 

The Pilot should be met at the ladder and will check the oxygen content 
of the ship's inert gas in the cargo tanks on boarding. This must be less 
than 8% or the vessel will be delayed berthing. 

The Berthing Master and Mooring Assistant remain on board 
throughout and will require accommodation during the vessels stay. 
A Cargo Surveyor may also remain on board. 


ANCHORAGE: A tanker anchorage is located approximately 3 miles 
North of the SBM berths in the area contained within the following limits: 
Lat. 4° 45’ N. and 4° 47’ N. 
Long. 114° 17’ E. and 114° 19’ E. 
Tankers should not anchor in any other locations due to the presence 
of many submarine pipelines throughout the oil field and adjoining areas. 


RESTRICTIONS: No port restrictions. 


MAX. SIZE: SBM 1: 320,000 tonnes d.w.t., max. draft: 17.40 m. 
Length between bow and manifold max. 168 m. 
SBM 2: 200,000 tonnes d.w.t., max draft: 15.85 m. 
Length between bow and manifold max. 168 m. 
An allowance of 1.5 m. may also be made for ‘Loading over the tide’, 
at the discretion of the Pilot and Terminal and dependent upon prevailing 
weather conditions. 


HEALTH: Customs and Health Requirements: 

A detailed shipping report has to be completed for the Government 
Marine Department. Agent will provide the forms for completion. 

If the vessel comes from an infected port or its state of health is 
suspect, the Medical Officer may board in order to inspect the crew and 
relevant International Medical Certificates. Customs Officers do not 
normally board incoming vessels but may do so with the Agent. 


RADIO: /nformation Required Prior to Arrival: 

Radio Advice: Confirm ETA at least 48 hours in advance also declaring 
state of Health, Master's name, number of crew, destination, advice of 
C.L.C./TOVALOP Certificate and quantity of cargo required. 

This data is used to obtain the vessel's “Seria Port Clearance,” in 
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advance. 

W/T Traffic should be passed through Singapore Radio, and 
addressed to your Agent; vessels using the service of Jasra Harrisons 
can contact them directly by telex or facsimile. 

The Agent will pass ETA’s to the BSP Marine Department and to Seria 
Oil Terminal. 

Vessels making their first call at Seria will receive a message from 
the Agent describing the location of the anchorage and information on 
pilotage, radio stations and papers required on arrival. 

When within range, vessels are requested to make direct W/T contact 
with Brunei Shell Petroleum Company (Call sign “VSL-1" or Brunei Sheil 
Radio) at the following local times (GMT + 8 hrs.) 0945 hrs. to 1030 hrs.; 
1345 hrs. to 1430 hrs.; and 1745 hrs. to 1830 hrs. 

BSP will transmit on 8558 kHz, call sign Brunei Shell Radio, and listen 
out on 8354 to 8374 kHz. When contact is made on this frequency a 
standard information cable describing necessary derrick and mooring 
arrangements will be transmitted to the ship by BRUNSHELL. 

Telex messages may be passed to Brunei Shell Petroleum Co. on 
BU3313, attention SMR/2, OPD/112, FTR/2. 

The Jasra Harrison's launch is equipped with VHF radio and a single 
side band radio transmitting on 4400 kHz and 5923.5 kHz. 

The ship's radio station must not be used whilst the tanker is moored 

to the SBM. 
Agent: Agent boards arriving vessels from 0600 hrs. to about 2100 hrs. 
VHF: A continuous watch on Channel 16 is maintained both by Brunei 
Shell Radio and by Seria Terminal. Vessels should contact either of 
these stations as soon as practicable, passing her latest ETA at Seria 
Pilot Station. While berthing, Channel 13 is normally used to 
communicate between bridge, mooring boat and forecastle. 

Brunei Shell Radio uses Channel 19 as working Channel and can link 
the ship with the Agents through the Government telephone system. 
TUGS: Available in emergency only. 

BERTHING: Berthing and unberthing is carried out night and day. 

Mooring can usually be safely carried out in sea/swell heights of 
between 2.0 m. and 2.5 m., operations are normally suspended if heights 
are in excess of 2.5m. The operation however is governed by the 
mooring boat performance in the sea conditions prevailing at the time. 

Wind spe: in excess of 20 knots make it difficult to prevent the 

“bow falling off” when on final approach. Berthing operations are as a 
rule suspended when wind speeds exceed 25 knots. Again this is 
governed by the mooring boat performance and the ship's handling 
characteristics. 
Tanker Moorings: Tanker moorings from the buoys comprise of two 
400 mm. circumference two-in-one braided nylon endless grommet type 
mooring ropes complete with floating sleeves. They have a soft eye to 
each end, both ropes being 45.7 m. long and have a breaking load of 
340 tons when new. Fairlead chafing chains with triangle connecting 
plates are attached to the tanker end of the moorings. Each chain is 
7.6 m.x 76 mm. diameter stud link chain constructed of special quality 
U2 grade steel. Incorporated within the chain is a further connecting 
triangle plate for larger tankers. 

A 254mm. circumference <x 12m. polypropylene pick-up rope is 
shackled to the end connecting triangle plate, the free eye of the rope 
being buoyed off for easy recovery by the mooring launch. 

The SBM end of the 400 mm. circumference nylon mooring ropes are 
pinned into a twin triangle plate which in turn is secured to lugs on the 
revolving turntable by short lengths of chain and connecting shackles. 

Only vessels with mooring arrangements as recommended by the 
O.C.1.M.F. Standards for Equipment Employed in the Mooring of Ships 
at Single Point Moorings will be accepted at Seria. Vessels not so 
equipped will not be berthed at the S.B.M. 

Vessels above 150,000 tonnes S.D.W.T. are moored with both 
mooring ropes using 2 chain stoppers. Should a visiting tanker have 
only one bow stopper (i.e. 150,000 tonnes or less) only one mooring 
line is secured and the other is hung-off. 

Mooring Equipment: Two portable UHF radios for ship/shore 
communications during loading are passed to the tanker when the 
Berthing Master boards approximately 2 miles North of the buoy. 

A ship's mooring rope messenger of at least 254 mm. circumference 
should be prepared ready on the forecastle before the vessel's arrival. 

This will be shackled to the SBM pick-up rope by the mooring boat. 
LOADING: Load-on-Top: Unless the vessel has other instructions then 
the “Load-on-Top” system applies. 

Dirty ballast and slops cannot be accepted ashore. 

Position of Hose Connections: Starboard side amidships. 

Hose derrick should be rigged to lift at least 10 tonnes and the vessel 
to have the appropriate reducers fitted to take standard 400 mm. (16 in.) 
manifold hoses 150 ASA. Hose connection and disconnection by ship's 
crew. 

Pipelines and Floating Hose Strings 

Pipelines: 2 submarine sea lines are laid from the terminal to the buoys. 
A 800 mm. line, 10,180 m. long to SBM No. 1 and a 600 mm. line 
9,845 m. long to SBM No. 2. 

A600 mm. crossover line 1,676 m. long joins the “T” piece connection 
situated 1,250 m. from SBM No. 1 PLEM to the Western PLEM valve 
on No. 2 SBM. All lines are concrete coated and cathodically protected 
with aluminium anodes. 

The main sea lines terminate at “T" piece manifold PLEMs. 23 m. 
and 20 m. from the vertical axis of the buoy on SBM No. 1 and No. 2 
respectively. 

Two underwater hose strings in “Lazy S” configuration connect the 
manifolds to the underbuoy flanges. No buoyancy tanks are fitted on 
these strings. 

Connected to the SBM-1 are 2400 mm. hose strings, 245 m. long, 
and to SBM-2 1400 mm. hose string, 245 m. long. 

Floating hose strings are electrically continuous except the tail end 
hoses, which isolate the cathodic protection of the SBM from the tanker. 

Either floating hose string can be isolated to allow loading through 1 
hose, by closing the butterfly valves sited on the buoy turntable. 
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CARGO PARTICULARS: Crude Oil and Condensate only. 
Approximate loading temperature is 87°F. 
Approximate API: 


SLEB (Seria Light Export Blend) 36 
CE (Champion Export) 25 
BL (Brunei Light) 40 


BC (Brunei Condensate) 

Crude oil is loaded at SBM-1 and Condensate at SBM-2. 

Approximate loading rate at SBM-1 is 4,300 cu.m.p.h. and at SBM-2 
(Condensate only) it is 2,500 cu.m.p.h. 

Ships are required to load cargo as rapidly as possible in accordance 
with the terms in their Charter Parties. They are expected to load as 
fast as Seria Terminal can supply or they can safely receive. The 
question of how fast a ship may load is the responsibility of the Master 
having regard to his Owner's instructions and Charter Party and 
experience of his crew. 

Loading is controlled by portable UHF radio sets taken on board with 
the Berthing Master. Incorporated in these sets is an emergency shut 
down button which when activated stops all the shore pumps. During 
loading, four hourly figure comparison checks in metric tons are required 
to ensure no subsea leaks develop undetected. 

DIRTY BALLAST: There are no tank cleaning or dirty ballast facilities. 
All ships must arrive with clean ballast, pumps and lines. Pollution in 
any form is strictly prohibited. 

MEDICAL: In cases where medical attention is required then the Agent 
will arrange for the patient to be taken by launch and car to the hospital. 

The patient must be taken to Kuala Belait (1 hour 10 minutes by 
launch) where there is a possibility of delays due to tidal and weather 
restrictions. Unless absolutely necessary this option is _ not 
recommended. 

In cases of emergency involving serious injury or illness the Berthing 
Master or Brunei Shell Radio can initiate Brunei Shell Petroleum 
Company “Medivac Procedure”. Representation of the patients, remains 
with the Agent, who should be informed to immediately contact customs 
and immigration authorities. 

DEN : Varies 1020 — 1025 depending on season and rainfall. 
FRESH WATER: Not available. 

FUEL: Bunkers are not available at Seria but may be obtained at Miri 
(Sarawak) with 3 days prior notice. 

REPAIRS: Small emergency repairs to Shell owned and chartered 
vessels only may be undertaken at the Brunei Shell Petroleum Company 
workshops. There is a small yard at Kuala Belait which also undertakes 
repairs. 

REPATRIATION/JOINING: Crew members leaving or joining at Seria 
require a valid Passport and Visa (Nationals from Great Britain, 
Switzerland, South Korea, Japan and ASEAN countries only require a 
transit visa). For crew joining a vessel who do require visas, these must 
be obtained before entering the country. A Passport is the only 
acceptable travel document. A Seaman's Book or similar is not 
recognised by the Immigration Department. 

Crew to be repatriated from Seria have their travel documents 
endorsed in Kuala Belait before travelling to Bandar Seri Begawan 
International Airport. The Immigration Office in Kuala Belait is open 
during normal office hours on Monday to Thursday and Saturday. From 
Bandar Seri Begawan International Airport flights depart regularly to 
Singapore, Manila, Bangkok, Hong Kong, Jakarta and Darwin. Crew 
arriving ashore on Friday and Sunday stay overnight in Kuala Belait. 
AIRPORT: At Bandar Seri Begawan; 1.5 hours by car from Kuala Belait. 

There are regular daily flights to Singapore, and less frequently flights 
to Bangkok, Darwin, Dubai, Frankfurt, ony Kong, Jakarta, Kota 
Kinabalu, Kuala Lumpur, pacha Manila and Taipei. 

TIME: Brunei keeps local time of GMT plus 8 hours. 

SHORE LEAVE: No shore leave is allowed. 

GARBAGE DISPOSAL: No facilities available. 

WASTE OIL DISPOSAL: No facilities available. 

SEAMAN’S CLUBS: None. 

CURRENCY: Brunei Dollar. B$1.00 = Singapore $1.00. 

WEATHER: There are two distinct seasons, the N.E. Monsoon (from 
November to March) and the S.W. Monsoon (from May to September). 
The transition months, April and October, experience fairly light winds 
and favourable conditions. The N.E. Monsoon period generally sees 4 
predominant N.E. wind direction of 15 knots — 20 knots. The S.W. 
Monsoon sees lighter S.W. winds but experiences squalls with violent 
wind gusts exceeding 50 knots and torrential rain. Squalls generally last 
for an hour with an average wind speed of 30 knots — 40 knots. 
SAFETY: Safety Regulations: As per International Safety Guide for Oil 
Tanker and Terminal (IOTTSG). 

Smoking is only permitted in two places jointly approved by the Master 
and Berthing Master. 

The position of the vessel relative to the SBM must be closely 
monitored by th Ship's crew, advising the Loading Master if vessel 
approaches the buoy. 

Engines must be kept available at all times. Immobilisation of main 
engines not permitted. 

Brunei Shell Petroleum Company reserves the right in the event of 
flagrant and continued disregard of safety requirements by any ship to 
stop all operations and order the vessel off the berth for appropriate 
action to be taken by Charterers and/Owners concerned. 

GENERAL: Refuse: No garbage, rubbish or refuse may be thrown 
overboard while the vessel is in Brunei Waters in accordance with 
Marpol V. 

Stores and Laundry Facilities: None. 

AUTHORITY: Brunei Shell Petroleum Co. Ltd., Seria 7082, Negara 
Brunei Darussalam. Tel: (673) (03) 78443. Telex: Bu 3313. 
Cables: “Brunshell” Seria. FAX: (03) 78428. Contact: SMR 2, Head of 
Marine Offshore Operations. M.J. Whickelow, Marine Superintendent. 


BRUNE! DARUSSALAM 


TANJONG SALIRONG: 04.53 N. 115.06 E. NOTES 
Please also advise Shipping Guides Ltd. 
The log-loading anchorage at Tanjong Salirong is situated 12 miles 
above the Outer Bar at the mouth of the Brunei River. Vessels of up to 
6.5 m. draft may cross the bar at HW. 
DOCUMENTS: (a) To be produced on arrival: 
Marine Department 

Boarding Report. 

1 Crew List. 

1 Passenger List. 

Customs Department 

2 Inward Manifests. 

1 Crew List. 

1 Passenger List. 

1 Port Clearance. 

1 Stores List. 

1 Arms List. 

Agents 

2 Inward Manifests. 

1 Crew List. 

1 Passenger List. 

2 Hatch Lists. 

1 Arms List. 

(b) To be supplied before ship's departure: 
Customs Department 

1 Outward Manifest. 

1 Passenger List. 

1 Crew List. 

1 Export Declaration. 

Immigration Department 

1 Passenger List. 

2 Crew Lists. 

Vessels 

2 Outward Manifests. 

Port Clearance. 

PILOTAGE: Pilotage is not compulsory. If a Pilot is required for vessels 
loading logs at Tanjong Salirong then application must be made 24 hours 
in advance of arrival stating position where it is required for Pilot to 
embark (i.e. at Outer Bar or Sapo Point). A Customs Officer and Agent's 
clerk will proceed to Tanjong Salirong from Muara Harbour or Bandar 
Seri Begawan and will remain on board whilst vessel is loading, 
accommodation and food provided by ship. Stevedores and tally clerks 
provide their own food. 

HEALTH: (a) Immigration: Immigration Officer will board vessel and 
clear her inward after pratique granted by Port Health Authority. 
Immigration will require 2 copies of passenger lists and 2 copies of crew 
list. Vessels inward are cleared up to 2000 hrs. only. 

(b) Quarantine: For vessels coming from outside State of Brunei, Port 
Health Authority will board on arrival at wharf or anchorage. Port Health 
Authority requires complete copy of Entry Declaration of Health and 
copies of Passenger and Crew Lists. 

RADIO/VHF: See “Muara Port”. 

BERTHING: Tanjong Salirong is not a port but an anchorage for Muara 

Ra where vessels are anchored to load timber logs from Limbang in 
alaysia. 

For all intents and purposes, Tanjong Salirong is under the jurisdiction 
and control of the Director of Port, Brunei. Therefore, all the relevant 
information required with regard to port requirements are similar to that 
required for vessels calling at Muara Port (which see). 

STEVEDORES: Stevedoring is in the hands of contractors who supply 
gangs as required. Working hours are 0730 hrs. to 1215 hrs., 1315 hrs. 
to 1600 hrs., 1900 to 2300 hrs. (overtime). Overtime is usually worked 
from 1900 to 2300 hrs., permission to work overtime is required from 
the Customs Department. No tally clerks available. All tallies to be made 
by ship's own tally clerks. 

MEDICAL: Government General Hospital is situated in Bandar Seri 
Begawan 16 miles from Muara Harbour. General Hospital is well 
equipped with facilities to carry out normal surgery. Inoculations and 
vaccinations given free of charge. 

FRESH WATER: Can be supplied from the wharf at Muara Harbour and 
Bandar Seri Begawan. No fresh water is supplied at Tanjong Salirong. 
No water-boat in State. 

FIRE PRECAUTIONS: Fire-floats are stationed at Fire Brigade sub- 
Station near Customs sub-station in Bandar Seri Begawan. 
CONSULS: There are several Embassies, Consulates and High 
Commissions in Bandar Seri Begawan. 

HOLIDAYS: The Brunei Government working days are Monday to 
Thursday and Saturday, Friday and Sunday being holidays. Application 
must be made to Customs for working on Friday and Sunday and other 
Public holidays. Brunei, being a Muslim State, insists on strict 
observation of all Muslim rites such as The Sultan's Birthday, Hari Raya 
Puasa, Hari Raya Haji, etc. Chinese New Year is also observed. 
AUTHORITY: Waterside: The Director of Marine, Marine Department, 
Muara 4053, Brunei Darussalam. Tel: 222293. Telex: BU 2650. 
FAX: 222861. 

Seaside: Director of Ports, Muara 4020, Brunei Darussalam. 
Tel: 770222-5, 770240. FAX: 770283. 
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Bulgaria 


BOURGAS: 42.30 N. 27.29 E. (See Plan) 


Well protected port at inner end of Bourgas Bay, with good roads, 
anchorage. 
DOCUMENTS: 

Master's Declaration. 

Cargo Plan. 

Custom's Manifest. 

Charter Party. 

Derat Certificate. 

Health Condition Certificate for Crew Members. 

Manifest and Consignment of Cargo. 

Provision List. 

Crew Lists. 

Passenger List. 

Crew Passports. 

APPROACHES: Through fairway, depth of channel 29 ft. 6 in. LW. 
PILOTAGE: Pilotage in Inner Roads compulsory for vessels above 
100 g .r.t. Application for Inner Roads Pilot must be made to Agents 

“inflict” at least 4 hours prior to arrival (if incorrect ETA given — pilotage 
fee is doubled). 

Outer Roads pilotage not compulsory. Vessels requiring Outer Roads 
pilotage must advise Agents “Inflot” at least 12 hours before time 
required and give position of required pick-up point. 

Applications for Pilot should include Nationality and call letters; gross 
tonnage; date (2 figures); time (4 figures) when Pilot required; draft in 
metres (4 figures). 

ANCHORAGE: Outer Roads. Vessels anchored must keep close watch 
on Roads Signal Station for orders given by flag or signal lamp. Vessel 
ordered by Authorities to proceed to position Lat. 42° 39’ N., Long. 27° 
56’ E., for clearance and Pilot. 
RESTRICTIONS: Arrival and sailing from Western Port and Fish Port 
H, and night. 

. SIZE: See “Berthing”. 
RADIO/VHE: Bourgas 500 kHz and VHF Channels 16 and 28. Port 
Control VHF Channels 16 and 11. Pilots VHF Channel 14. 
TUGS: 9600 h.p. — 2,400 h.p. Compulsory for vessels over 1,000 g.r.t. 
Tugs join vessels in the Roads. Tugs lines used. 


BERTHING: 

No. of Max. 

Harbour Berths Length Depth d.w.t. 

(m.) (ft.) (tons) 
East Harbour 9 1,390 - 25,000 
Bulk Cargo Harbour 5 695 36 44,000 
West Harbour 5 1,012 36 40,000 
Oil Harbour 4 265 24-45 100,000 


No specialised berth for passenger vessels, conventional berth can 
be provided with 5 days notice. 

CRANES: Berths are equipped with electrical portal cranes with capacity 
from 3 tons to 32 tons. 100 ton capacity floating crane available. 
STEVEDORES: Available. Liner ships and chartered vessels on liner 
terms are obliged to use stevedore and tallyman service. 

MEDICAL: All facilities available. 

TANKERS: Oil port Drujba. Pera es of quay 2 m. 

Berthing: At the S.W. corner of the Bay there are 2 “T” shaped berths, 
max. depth 41 ft. 6 in. There are mooring dolphins for vessels length 
250 m. 

There is an additional tanker berth for vessels loading only, to the 
South of the “T” shaped berths, depth 30 ft. 

Discharging: 2 x 8 in. hoses are connected to the pipe-line on the 
catwalk. Discharge rate 1,800 to 2,000 t.p.h. depending on the back 
pressure. The height limit of the hoses is about 54 ft. above sea level. 
The berth is protected from the prevailing N.E. wind. 

Report received 1977 states that the max. draft is 39 ft. — no length 
limitation. Max. draft at the Product Berth (gas oil) is 23 ft. 

Also see “Shipmaster's Report”. 

DENSITY: 1012 — 1014. 

FRESH WATER: Available through hose hydrants or ex-barge. 24 hours 
notice required. 

FUEL: From VTO “Transimpex” Tel: 45751. 72 hours notice required, 
diesel and gas oil available, also Shell and Castrol lubricants. 

FIRE PRECAUTIONS: Constant day and night duty, and direct 
telephone connection with port fire service. 

CONSULS: Turkey. 

REPAIRS: Small repairs only. 

DRYDOCKS: Floating dock with capacity 3,000 d.w.t. available. 
GANGWAY/DECK WATCHMEN: Vessels in Roads not permitted to 
have gangways down. Vessels alongside quay with lowered gangway 
must have manropes, safety net, life-buoys with rope of at least 30 m. 
wrens attached, an Officer on duty at the gangway and must be lit at 
night. 

OPENING/CLOSING HATCHES: According to charter party. 
CERTIFICATES: 

Construction 

Safety Radio 

Classification 

Hull and Machinery 

Load Line 

Cargo geai 
CUSTOMS ALLOWANCES: Tobacco — 2 packets per crew member 
per day. Wines/spirits — for Master, as required, for crew — 1 opened 
bottle. No limits on board, no seals, crew are allowed to take 1 or 2 
packets of cigarettes ashore. 

REPATRIATION: Can be fulfilled if necessary. Replacement of crew by 
Bulgarian nationals is possible. 

AIRPORT: Internal and international flights. 

TIME: GMT plus 2 hours. 
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HOLIDAYS: New Year (1st January); May Day (1st/2nd May); Day of 

Slavonic written langu (24th May); October Revolution (7th 

November); 24th December (1400 hrs.); 25th and 26th December 

(Christmas). Time from 1300 hrs. on day before Sundays and Holidays 

until 0800 hrs. day after is non-working time, but loading and discharging 

carried out at overtime rates. 

TELEPHONES: Port Director Tel: 42293; Pilots Tel: 47168; Customs 

House Tel: 42301; Bulgarian Shipping Register Tel: 47132; Shipping 
ency “Inflot” Tel: 45506. 

SERVICES: Tank cleaning and removal of sludge. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Required. Crew members are given shore 


passes. 

a Immigration Regulations of Port Bourgas: 
. The crew of foreign vessels are allowed to stay overnight in town 
from 0900 hrs. until 0400 hrs. the next day. 

2. On going downtown and back to the ship, the crew has to pass by 
the Immigration Duty Office for receiving and giving back the shore 
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passes. 

. Visits to other popular areas in the country besides Bourgas 

prohibited. 

4. Permission for spending the night at a hotel is granted by the 
Immigration Authorities, and the crew's address should be registered 
at the hotel. 

5. Embarking on board by persons without permanent or occasional 
permission issued by the Immigration Authorities is forbidden. 

6. It is Master's responsibility to arrange crew on watch at gangway, 
according to the international practice. 

7. It is the Immigration Authorities’ right to control and check how the 
Immigration regulations are being complied with at any time round- 
the-clock. 

8. Those who violate the Immigration regulations of Bourgas will be 

sanctioned according to the laws of Bulgaria. 


Important Customs Declaration: The crews of the vessels arriving at the 

ron of Bourgas must be acquainted with the following: 

. After the accomplishment of Customs Control and berthing, all sailors 
are obliged to pass through the Customs Hall. 

2. If they have received Bulgarian Lova from the Master through the 
Agent of the vessel, a list of the sailors and the amounts received 
must be presented at the Customs. 

3. If they exchange currency at the Exchange Bureaux in town, they 
must request and keep the slip for the exchanged currency. Illegal 
exchange of currency is strictly forbidden and is subject to 
confiscation in accordance with the Customs Law. 

4. If they purchase goods at the shops, they are obliged to present a 
shop invoice with the value of the goods and a document for 
exchange currency, obeying the prohibitions for export of foodstuffs 
and non-edible goods, in accordance with the Appendix (see below). 

Prohibitions are void if executed by official ship chandler. 

5. Eligible to accomplish ship chandler activities are VTO “Transimplex" 
firms and private traders, in the area of the Port of Bourgas, registered 
at the Court and at the Customs. The suppliers issue an official 
document (invoice), signed and stamped by themselves, the 
Customs and the Master of the vessel. 

6. The purchases at the two duty free shops in the port are done after 
are of the invoice by the Customs Officer on duty. 

ustoms reserve the right to carry out checks for the 
availability of newly carpe fh goods on board the vessel. 

7. The import and export of Bulgarian Lova is strictly prohibited. 

8. Actions of the crew during their stay at the Port of rays and liability 
against the Customs are born by the Master of the 

Appendix: List of the goods forbidden to be exported "ada Bulgaria: 

Foodstuffs: 

. Meat and meat products. 

. Milk and dairy 

Beans and lentils. 

. Flour, lentils and semolina (all types). 

Sugar. 

Gorkinc oil and other vegetable oils. 

. Children’s food. 

Rice. 

. Imported products and herbs (including coffee and cocoa). 

10. Red pepper (ground). 

11. Cereals and products made from cereals. 

12. Sugar products. 

13. Canned food. 

14. Margarine. 

15. Potatoes. 

16. Sunflower seeds and food for birds. 

17. Live farm animals. 

Non-edible goods: 

1. Clothes and shoes for babies and children. 
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2. Vacuum cleaners. 

3. Clocks for double-tariffed electric motors. 

4. Cables and conductors (wires). 

5. Water pumps. 

6. Linen (all kinds). 

7. Towels. 

8. Paints and varnishes (all kinds). 

9. Wool and woolen yarn. 

10. Detergents and soap powders. 

11. Natural fur and products made from it. 

12. Brass appliances. 

13. Jar covers. 

14. Liquid fuel in excess of that normal for ship's tanks. 
15. Medicines and medical products. 

16. Art works of national value. 

DELAYS: Possible while waiting for Pilot owing to bad weather or waiting 
turn for berth. 


SHIPMASTER’S REPORT: March 1988. 
Vessel: 40,000 d.w.t. tanker. 
Documents: 

7 copies Crew List. 

1 copy Vaccination List. 

1 copy Stores List. 

1 copy Crew Declaration 

Maritime Declaration of Health (including list of ports called in last 21 

days. 

Ship's Register. 

Safety Equipment Certificate. 

Safety Radio Certificate. 

Certificate of Financial Security. 

The vessel's certificates are retained ashore by the authorities until 
outward clearance is received. 

7 officials boarded for inward clearance and 4 officials boarded for 
outward clearance. 

All ship's personnel are to be sighted by Immigration officials, inward 
and outward. 

Pilotage: The Pilot boards from a tug at the Inner Anchorage. 

Tugs: 2 tugs used for berthing. Tugs lines used. 

Berthing: Vessel berthed at Berth No. 1. 2 mooring boats assist and run 
the backsprings first. 

Moorings forward: 2 headlines, 2 breast lines and 2 spring lines. 

Mooring aft: 2 spring lines and 3 stern lines. 

No shore gangway. 

Cargo Handling: Slop facilities available. We discharged 450 tonnes. 

The Safety Inspector who boarded to sight the Oil Record Book also 
asked to see the slop discharge receipts. 

2x8 in. hoses used for loading. 

On completion of loading, paperwork takes about 1.5 hours. 

Pilot requires 30 minutes notice by VHF Channels 16, 14 or 11. 
Shore Leave: No shore passes issued. Seaman's Book or Passport are 
stamped by Immigration and used as shore passes. 

General: Vessel is allowed to take out sufficient meat for 2 days, 
remainder sealed. 

Overside painting permitted, except for ship's name, draft marks and 
load line. 


SHIPMASTER’S REPORT: March 1993. 
Chart: B.A. 2399. 
Certificates: 
Ship's Register. 
Load Line Certificate. 
Safety Construction Certificate. 
Safety Equipment Certificate. 
Safety Radio Certificate. 
1.0.P.P. Certificate. 
Safe Manning Certificate. 
Documents: 

1 copy Health Declaration. 

1 copy Vaccination List. 

7 copies Crew List. 

3 copies Stores List, including Bonded Stores. 

2 copies Personal Effects List. 

2 copies Currency Declaration. 

1 copy Cargo Manifest. 

Pilotage: Not compulsory for approaching the anchorage, but Port 
Control should be informed by VHF Channel16 and _ thereafter 
Channel 11. 

Anchorage: There are several safe and well protected anchorages with 
sree holding ground just off the harbour and South of the Fairway 

annel. 

Berthing: This vessel was loaded with 10,000 tonnes of wheat in bulk, 
and berthed at No. 22 (West Port) with a max. draft of 8.0 m. 

The cargo was discharged by shore cranes with grabs into hoppers 
and trucks. Rate of discharge was low (about 1,000 tonnes/day), 
because cargo was direct delivery and had to be taken some several 
hundreds of kilometres before trucks returned to be loaded again. 
Density: Between 1006 and 1010, because of narrow small river outlet 
close to the berth. 

Fresh Water: Fresh water can be obtained by barge in the roads at a 
cost of U.S.$ 6.00/ton, or by shore line at a cost of U.S.$ 5.00/ton at a 
fate of 12 ton/hr. 

Shore Leave: Shore passes, filled out on arrival, are being issued and 
seamen are asked to pass Immigration to hand in the shore passes, 
and to keep passports on the way out, and to collect same when 
returning into the port again. Shore leave is granted from 0900 hrs. unti! 
0400 hrs. the following day. Heavy penalties may be imposed by 
Immigration Authorities if regulations not complied with. 

Garbage: Garbage removal is compulsory for ships with stay longer 
than 3days in port. Costs per garbage drum of about 200 Itr. is 
U.S.$ 32.90, plus hire of barge U.S.$ 31.00. 

Telephones: Customs Tel: 45398. 

Agent: Dekka Shipping Agency-Burgas, 20 Slavyanska Street, 
P.O.Box 198, Bourgas. Tel: 42334, 43256, 48511. Telex: 83201 
Dekka Bg. Fax: 42305. 


AUTHORITY: Bourgas Port Complex, 1 Knyaz Al.Batenberg Street, 
8000 Bourgas, Bulgaria. Tel: 56-42293 (Port Director), 43140 (Harbour 
Master). Telex: 83520. FAX: 56-42156. Contact: M. Manolov, Port 
Director, 

AGENT: Navigation Maritime Bulgare Ltd., Geo Milev Str., 8000 
Bourgas. Tel: 52 235569, 5646728. Fax:56 41738. Telex: 83343. 
Cables: Naviagent Bourgas, also via Naviagent Varna. 


PORTS IN THE AREA OF PORT BOURGAS 
Port Nessebar: Situated on 18 miles North-eastern of Bourgas in the 
urgas Bay. Available 2 berths for passenger and other small ships 
with draft up to 19 ft. 
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VARNA: 43.12 N. 27.57 E. (See Plan) 
Well protected port at inner end of Varna Bay. 
DOCUMENTS: 

General Declaration. 

Cargo Plan. 

Customs Manifest. 

Charter Party. 

Derat Certificate. 

Health Condition Certificate for Crew Members. 

Manifest and Consignment of Cargo. 

Provision List. 

Crew List. 

Passenger List. 

Crew Passports. 

APPROACHES: Through fairway, depth of channel 39 ft. 

PILOTAGE: Pilotage in Inner Roads compulsory, but not compulsory 
for Outer Roads. Vessels requiring pilotage at Outer Roads must radio 
Agents 24 and 12 hours prior to arrival giving position of required pick- 
up point, also: name of vessel; nationality and call letters; g.r.t.; length; 
draft in metres (4 figures); date (2 figures); time (4 figures). 

Pilot comes from Inner Port of Varna. In bad weather impossible for 
pilot boat to reach Outer Roads and vessel will be so informed by Agents 
“Inflot” and instructed to proceed to anchorage in Varna Bay. 

Pilot boat is a patrol boat with yellow funnel and letter “P” on a blue 
strip and carries international recognition signals by day and night. 
ANCHORAGES: There are 2 anchorage areas. 

Summer: Compulsory for all types of ships through the Summer, and 
for tankers all year round. The anchorage is situated South of the Galata 
Cape, not less than 6 cables offshore. 

Winter: The anchorage is situated 2 miles East of ‘Varna’ Lighthouse 
and North of the Separation Zone, not less than 1 mile offshore. 
RADIO: Radio Varna LZW 500 kHz. LZW 42 — 8532 kHz. VHF Channels 
26 and 16. Port Control VHF Channels 16 and 11; Pilots VHF 
Channel 14. 

TUGS: Available and compulsory for vessels over 1,000 g.r.t. Ship's 
lines used. 

BERTHING: Compulsory piloting for vessels over 50 g.r.t. Depths at 
quays up to 31 ft. 2 berths with depths up to 36 ft. 10 berths with depths 
below 30 ft. available for general cargo vessels, 1 berth for containers 
and 3 berths for passenger ships. 

CRANES: Berths are equipped with electrical portal cranes with capacity 
from 3 tons to 32 tons, also 100 ton floating cranes are available. 
Container Terminal: Loading and discharging of 10 ft., 20 ft., and 40 ft. 
containers. The necessary specialized loading and discharging 
equipment is available. 

BRIDGES: When proceeding to and from Varna Lake, vessels pass 
under the new Asparuhov Bridge (41.72 m. above the water level). 
STEVEDORES: Available. Liner ships and chartered vessels on liner 
terms are obliged to use stevedore and tallyman service. 

MEDICAL: All facilities available. 

TANKERS: 3 berths, draft 30 ft., 28 ft. and 19 ft. 

DENSITY: 1013. 

FRESH WATER: Available through shore hydrants or ex-barge. 
24 hours notice required. 

FUEL: From VTO “Transimpex", 22 Sofia Street. Tel: 230475. Telex: 
77509. 72hours notice required. Bunker “C”, diesel and gas oil 
available. Lubricants: Shell and Castrol — 48 hours notice required. 
FIRE PRECAUTIONS: Constant day and night duty and direct telephone 
connection with port fire service. 

CONSULS: Russia and Poland. 

REPAIRS: All kinds of repairs possible in ship-repair yard. 

DRY DOCKS: Suitable for vessels up to 30,000 d.w.t. 

Floating Docks: 2 floating docks with lifting capacity of 4,500 tons and 
12,500 tons respectively. 

GANGWAY/DECK WATCHMEN: Vessels in roads not permitted to 
have gangway down. Vessels alongside quay with lowered gangway 
must have manropes, safety-net, life-buoys with rope of at least 30 m. 
length attached, an officer duty at the gangway and must be lit at night. 
OPENING/CLOSING HATCHES: In accordance with charter party. 
CERTIFICATES: Construction, Hull and Machinery, Safety Radio, Load- 
Line, Classification, Cargo Gear, Safety Equipment, International Oil 
Pollution Prevention Certificate, Tonnage, Certificate of Registry/Act of 
Nationality, Certificates of Competency of Master, Chief Officer, Chief 
Engineer, 2nd Engineer, Radio Officer and seamen. 

CUSTOMS ALLOWANCES: Tobacco: 2 packets per crew member per 
day. Wines/spirits: For Master, as required, for crew — 1 opened bottle. 
No limits on board, no seals, crew are allowed to take 1 or 2 packets 
of cigarettes ashore. 

REPATRIATION: Can be fulfilled if necessary. 

AIRPORT: Internal and International Flights. 

TIME: GMT plus 2 hours (1st October — 1st April). GMT plus 3 hours 
(1st April — 1st October). 

HOLIDAYS: New Year (1st January), Day of Liberation of Bulgaria from 
Ottoman domination, Pasche (2 days in April), May Day (1st/2nd May), 
Day of Slavonic written language (24th May), 24th December 
(1400 hrs.), 25th and 26th December (Christmas). Time from 1300 hrs. 
on day before Sundays and holidays until 0800 hrs. day after is non- 
working time, but loading and discharging carried out at overtime rates. 
TELEPHONES: Port Director 223479; Pilots 227023; Custom House 
225532; Lloyd's representative 227167; Soviet Register 222651; 
Bulgarian Shipping Register 226122; State Shipping Agency “Inflot” 
222669. State Shipping Inspectorate 225409. 

SERVICES: Tank cleaning and removal of sludge. Compass adjusting. 
SHORE LEAVE: Allowed. 

REGULATIONS: Given to Master on arrival. 

IDENTIFICATION CARDS: Required. Crew members are given shore 
passes. 

DELAYS: Possible while waiting for Pilot owing to bad weather or waiting 
turn for berth. 
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AUTHORITY: Varna Port, Slaveykov Square 1, 9000 Varna, Bulgaria. NOTES 

Telex: 77518. FAX: 242134. Contact: S. Paunov, Harbour Manager (Tel: F aa ‘ 
223479). Harbour Master (Primorski Blvd 5. Tel: 234031. Telex: 77460. Please also advise Shipping Guides’ Ltd. 
FAX: 233009). 

AGENT: Navigation Maritime Bulgare Ltd., 1 Primorski Boulevard, 
9000 Varna. Tel: 52 235569, 52 244167. Fax: 52 222491, 52 237510. 
Cables: Naviagent Varna. Inmarsat A: 1435501. Telex: 77351, 77525, 
77388. 


PORTS IN THE AREA OF PORT VARNA: 

Port Varna-West: Situated 14 nautical miles from Port Varna. 7 berths 
available for bulk carriers, 3 berths for containers and 5 berths for general 
cargo vessels. Ships of max. 33 ft. draft proceed in one direction only, 
through 2 deep channels with Varna Lake between them, with limitation 
in speed up to 6 knots. A container platform for loading and discharging 
of 20 ft. containers and specialized loading/discharging equipment 
available. 

Ferry-boat Complex: Situated 13 nautical miles from Port Varna, next 
before Port Varna-West. Two specialised berths for ferries with 
max. draft 26 ft. available. 

Port Balchik: Situated 18 nautical miles North of Port Varna, for ships 
with max. draft 24 ft. 1 berth for bulk carriers available. Entering and 
leaving the port with a Pilot commencing from the Outer Roads of Port 
Varna. 

Lesport (Port Topolly): Specialised port for wood materials. Situated on 
the Northern part of Varna lake, 8 nautical miles from Port Varna. 
3 berths for ships with max. draft 26 ft., 21 ft. and 15 ft. available. 

Port of the Thermo-Electrical Station Varna: Specialized port for coal, 
situated on the West part of Varna Lake, 8.5 nautical miles from Port 
Varna. 2 berths for ships with max. draft 32 ft. available. 
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CAMBODIA 
Cambodia DEVELOPMENTS: New wharves being built and access channels 
pened. 
AUTHORITY: Sihanoukville Port Authority, Sihanoukville, Kingdom of 
SIHANOUKVILLE: 10.38 N. 103.29 E. (See Plan) Cambodia. Tel: (015) 913499. FAX: (015) 913499. 
PORT LIMITS: The seaward boundaries are fixed by the Buoys “SV” 
to the South, and Buoy “A” to the North for cargo ships and Buoy “T” 
2 miles to N.W. of Rocher Carre for tankers. 
DOCUMENTS: 
Entry form to be completed on arrival: NOTES 
bs Mearifeeh OF CinEe ML TENG? Please also advise Shipping Guides Ltd. 
3 copies Bill of Lading. 
7 Crew Lists. 


7 Passenger Lists. 

3 Lists of Provisions. 

3 Lists of Crew Personal Effects. 

1 copy Maritime Declaration of Health on Arrival. 

1 copy Vaccination List. 

3 copies Lists of Drugs and Narcotics. 

1 copy First Aid Declaration. 

1 copy List of Animals. 

1 copy Place of Origin of Fresh Water Onboard. 

3 copies Cargo Plan. 

1 copy Clearance from Last Port. 

Valid originals of ship’s documents (See “Certificates”). 

Derat Exemption Certificate. 
PILOTAGE: Compulsory for all vessels of more than 150 n.r.t. Contact 
“Sihport” giving ship’s particulars, cargo tonnage and ETA, 24 hours 
and 12 hours before arrival. Pilot boat carries international pilot signal 
by day and 2 lights (white over red) at night. Pilot boards cargo vessels 
at "SV" Buoy or “A” Buoy, and tankers at “T” Buoy situated 2 miles 
N.W. of Rocher Carre. All vessels can communicate with pilot station 
by international sound signal at any time and by VHF Channel 16 during 
working hours. Pilot refuses to board vessels which do not have a safe 
method of boarding. 
ANCHORAGES: South Anchorage in the depth of 10 m. — 11 m. (in the 
vicinity of “SV” Buoy) for all ships. 

Northern Anchorage in the depth of 10 m., situated West of the line 
joining West end of Pos Island and “A” Buoy, for ship's of 2,000 g.r.t. 
and draft 7.0 m. 

Tanker Anchorage in the depth of 14m. — 15™m., situated 2 miles 
N.W. of Rocher Carre, for all types of tankers. 

RESTRICTIONS: Berthing daylight only, and unberthing day and night, 
but delays may occur in bad weather during S.W. monsoon. Special 
berthing at night-time can be arranged with Harbour Master's Office and 
Pilot. Draft is limited at 8.5 m. 

MAX. SIZE: For ships with draft over 8.5 m., the draft must not be over 
7.6m. plus height of tide. For Tanker Wharf, draft is limited at 4.20 m. 
and length not more than 80 m. 

HEALTH: Authorities board all vessels on arrival at the quay or in the 
outer harbour. Quarantine flag to be flown by all vessels. In case of 
suspected disease on board, contact “Sante Sihanoukville” by radio 
before arrival. 

TUGS: Two tugs are available to assist in manoeuvring. The largest tug 
is 1,600 h.p. Tug joins vessel in immediate vicinity of the berth. Vessel’s 
lines used. A minimum of one tug is required for berthing and unberthing. 
BERTHING: Commercial Dock (290 m.): West side, 2 berths for vessels 
up to 8.50 m. draft. East side, 2 berths for vessels up to 7.00 m. draft. 

New wharf (350 m.): One berth for vessel up to 7.0m. draft and 
2berths for vessel up to 6.5 m. draft. 

STEVEDORES: Working times from 0700 hrs. — 1130 hrs., 1400 hrs. — 
1700 hrs. and 1900 hrs. — 2300 hrs. 24 hour working can be arranged 
in some cases. 

MEDICAL: Advance notice required of serious cases to arrange 
transportation to Phnom Penh. Local doctors and hospital available. 
Crew require cholera and yellow fever certificates. 

aera: One berth (length 53 m.) for vessels up to 80 m. LOA and 
raft 4.2 m. 

DENSITY: 1022 in February; 1012 in July. 

FRESH WATER: Available at dock and by truck. 

FUEL: Small quantities available. 

CONSULS: Russia and Vietnam. All other consuls at Phnom Penh. 
REPAIRS: Small repairs can be undertaken on board. 
GANGWAY/DECK WATCHMEN: Available but not compulsory. 
OPENING/CLOSING HATCHES: Performed by stevedores. 
CERTIFICATES: 

Ship's Register. 

Passenger Safety Certificate. 

Safety Equipment Certificate. 

Safety Radio Certificate. 

Safety Construction Certificate. 

Load Line Certificate. 

CUSTOMS ALLOWANCES: Each crew member allowed 1 carton 
Cigarettes and 1 bottle alcohol for 5 days. Master not included in this 
restriction. 

REPATRIATION: Can be arranged. 

AIRPORT: Ream Airport, 18 km. from Sihanoukville City, domestic 
flights only. Pochentong Airport at Phnom Penh 226 km. from 
Sihanoukville City, with international services. 

TIME: GMT plus 7 hours all the year round. 

HOLIDAYS: Work can usually be arranged on all days except at New 
Year, 13th, 14th and 15th April, and for 2 days near the end of September 

Buddist Soul Day). 

POLICE/AMBULANCE/FIRE: National Police Tel: 2630; Police Aid ag: 

Fire 18; Ambulance 19. 

SHORE LEAVE: Allowed, if granted by Master. Passports or Seamen's 
are taken by Immigration in exchange for a shore pass, which is 

‘0 be surrendered when vessel departs. 
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Republic of Cameroon 


DOUALA: 04.03 N. 09.42 E. 

TIKO: 04.00 N. 09.24 E. 

LIMBE (Formerly Victoria): 04.01 N. 09.13 E. 
KRIBI: 02.56 N. 09.54 E. 


(See Plan) 


DOCUMENTS: 

5 Crew Lists. 

5 Lists of Port of Call. 

5 Passengers’ Lists. 

2 Crew Customs Declarations. 

2 Declaration of Provisions on Board. 

1 Arms and Ammunition. 

2 Stores Lists 

2 Manifests or Bills of Lading 
PILOTAGE: (With the exception of Kribi and Limbe (formerly Victoria) 
where ships work cargo at anchorage); Compulsory at Douala and Limbe 
Oil Terminal (SBM). Ship's arrival must be notified at least 24 hours in 
advance, together with draft (F.W.) forward and aft. This must be 
confirmed. 

At Cape Limboh (Limbe) where ships can proceed alongside, pilotage 
is compulsory. 

For Douala, waiting anchorage at Base Buoy (Lat. 3° 54’ 12.3” N., 
Long. 9° 32’ 19.8” E.). Pilot called by VHF (16 — 14). 

For entry of Tiko, waiting is at Limbe Anchorage. 

ANCHORAGE: Base Buoy for entry at Douala (see “Pilotage”) 8 m. 
depth approx. For Limbe Anchorage on Roads in Ambas Bay about 9 m. 
depth. Anchorage for Tiko on the Bimbia. Kribi Anchorage by red conical 
buoy (Lat. 02° 56’ 36” N., Long. 09° 53’ E.) depth 6.30 m. — 7 m. 
RESTRICTIONS: Draft only, for ports of Douala and Tiko. Official level 
of Wouri Channel is 5.50 m. 

MAX. SIZE: At Kribi and Limbe Anchorage, no restrictions. 

Douala, max. length 200 m., max. draft 5.50 m. plus tide. 

HEALTH: Free Pratique granted after compulsory checking of 
vaccination certificates against yellow fever. Health Officials hand the 
Master a special Health form to fill in. 

RADIO: (See “Pilotage”). Douala Radio limited to broadcasting for 
private individuals. VHF Channels 16 and 14 and R/T 2182 kHz. 

For vessels arriving at Douala, Masters should send a message to 
their Agent at least 48 hours prior to arrival, giving the following 
information: 

(1) ETA at Base Buoy (given in local time). 

(2) Cargo tonnage for discharge, and hatch distribution, including 
dangerous cargo. 

(3) Number of gangs required. 

(4) Vessel's draft in fresh water. 

(5) Any other requirements, e.g. money, medical attendance 
alongside, etc. 

(6) Overall length. 

For vessels arriving on a Sunday or on a Public Holiday, Agents must 

be informed by 1100 hrs., the day before arrival. If overtime or night 
work is required by vessel, the Agent must be informed by 1700 hrs. 
the day before arrival. It is also possible to telex information from the 
last port of call as Douala Radio Station can sometimes be difficult to 
contact. 
TUGS: Three tugs: 2,000 h.p., 1,100 h.p. and 900 h.p. are available on 
request to Cameroon National Ports Authority, Operations Head Office. 
Towage is compulsory for ships of 600 d.w.t. and more, and subject to 
Pilot's advice. 

One tug is available at Cape Limboh, obtainable from the National 

Ports Authority. 
BERTHING: For Douala, there are 13 berths of 2,330 m. approx. Two 
of these berths have priority berthing for alumina carriers and 
occasionally tankers. Two other berths downstream from the port have 
priority berthing for container carriers. One of these berths has Ro/Ro 
accommodation with 2 dolphins 70 m. apart. One banana berth and one 
berth of 200 m. length for flour in bulk. 

There is a berth consisting of 2 dolphins and 4 buoys used for oil 
discharging. Tankers moor with 3 head and stern lines to the other outer 
mooring buoys — 2 breast lines to the inner mooring buoys and spring 
lines on the dolphins. 

At Douala, 9 berths have a depth of 9.50 m. approx. at LW. The tanker 
berths have a depth of 9.5 m. at LW (tidal range 2.20 m.). 

At the right bank (Bonaberi): There are two berths equal to 300 m. in 
length. One is for butane tankers, length 140 m. The other berth is 
equipped with a Goliath crane used by mineral carriers. These berths 
have a depth of 13 m. at LW (Also see “Shipmaster’s Report” dated 
November 1993). 

Channel from Base Buoy to Douala Port, minimum depth (dredged) 
5.5m. Pilot boards at Base Buoy. Pilot can board at any time and 
vessel's sailing time depends not only on flood tide, but also on which 
side alongside, L.O.A. and permitted draft. Ship's watchman required, 
compulsory to use gendarmes and policemen. Agents submit written 
request to feed men twice a day during loading. Loading intermittent 
from both rail trucks and lorries. 

Vessels have to shift alongside quay with their ropes if required. 
Decisions are taken every day after the Port Meeting which takes place 
at 1000 hrs. and 1600 hrs. in order to use optimal quay length. 
Limbe: At Cape Limboh (Limbe) one berth available admitting ships of 
130 m. in length. Length of quay 150 m. and depth alongside at LW is 
10 m. 3 quay cranes available. One mooring buoy (SBM) for ships 
loading Fuel Oil, max. draft 18m. and max. tonnage is 90,000 tons. 
(Also see “Shipmaster’s Report’). 

Kribl: One quay of 250 m. for export of timber, cocoa, coffee, flour, salt 
and palm products by barge. One crane available. 
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VHF: Channels 16 and 14. 

RADAR: No radar. 

CRANES: No berths alongside. Loading and discharging is carried out 
by ship's gear at anchorage. However, there are 2 cranes, one of 
100 tons and the other 25 tons for barges. 

BULK CARGO FACILITIES: Douala: There is a rolling gantry at the 
right bank to transport cement to the cement site. Max. height of loading/ 
discharging gear above HW is 2m. Max. loading/discharging rates - 
1,000 tons per day, length 150 m., depth 8.5 m. 

No. 2 Berth at right bank is equipped with a rolling gantry to transport 

aluminium. Max. height of discharging gear above HW level is 2 m., 
length 280 m., depth 9.5 m. 
SPECIALISED CARGO HANDLING FACILITIES: Containers: A 
modern container and Ro/Ro terminal has been created with a frontage 
of 600 m., dredged to 11.50 m. Facilities include 3 berths, the first 2 of 
which, with a total length of 400 m., are designed for full container ships 
and the last for Ro/Ro ships with side ramps. Additional facilities 
comprise 2 dolphins and 1 Ro/Ro ramp. The adjacent yard has a surface 
area of 23 hectares and a width varying between 400 m. and 500 m. 

At the back of this yard, there exists a stuffing and stripping container 
warehouse of 7,500 sq.m. 

Timber: The annual capacity of the Timber Port is 2,000,000 tons. There 
are 2 gantry cranes. 

The equipment includes: 

— timber yard of 20 hectares served by road and rail, 

— a water surface of 20 hectares with 3 m. draft in the area next to 
the quay and 9.50 m. in the rest of the dock. This dock is capable 
of receiving 4 ships, 

— 150 m. quay frontage designed for the handling of floating timber. 

Also see “Developments”. 

STEVEDORES: The number of stevedore gangs is requested from 
Charterer’s Agents, taking into account size of cargo. 

MEDICAL: An appropriate Medical Service can be provided on request 
in case of an emergency, such as an epidemic on board. 

TANKERS: At Douala harbour, a berth of 180 m. can accommodate oil 
tankers of 12,000 tons when the tanker berth has a breakdown. No slops 
discharge. The depth at LW is 8.00 m. The tanker berth in the river can 
accommodate tankers of less than 180 m. 

At the tanker berth are found 3 connections of 8 in. for white products, 
discharge rate of about 250 t.p.h. to 300 t.p.h. Bunkers can be supplied 
but are not always available. 

Sailing from the tanker berth: Subject to draft, any tide between 
2 hours before HW and LW; sailing/mooring, day and night. 1 or 2 tugs 
(optional) assist in mooring and_ sailing proceedings. 
A permanent tug assists during bens ahP 

Also see “Berthing” and “Shipmaster's Report” — dated 1982. 
DENSITY: 1012 in dry season; 0.985 average in rainy season. 
FRESH WATER: Available at berth; supplied by hoses at 50 t.p.h. 
Available at Cape Limboh (Limbe, formerly Victoria). 

FUEL: Supplies arranged by Charterer’s Agent who have their particular 
suppliers. Available at Cape Limboh (Limbe). 
FIRE PRECAUTIONS: In addition to the usual measures, the quay 
station for oil tankers is isolated during discharging, and there is also a 
permanent watch by tugs. 
CONSULS: At Douala. 

Telephone No. 


Australia 42.11.19 
Belgium 42.38.96 
Canada 42.37.19 
Chad 42.34.50 
Denmark 42.64.64 
Equatorial Guinea 42.26.11 
Finland 42.92.88 
France 42.92.50 
Great Britain 42.21.77 
Greece 42.44.53 
Italy 42.36.01 
Lebanon 42.62.65 
Morocco 42.14.44 
Netherlands 42.50.35 
Nigeria 42.48.81 
Norway 42.42.88 
Spain 42.23.95 
Sweden 42.42.88 
U.S.A. 42.34.34 
UNO 42.41.11 
Zaire 42.39.90 


REPAIRS: There is a ship repair unit having a 200 m. long quay for 
afloat repairs (capacity 10,000 tons). 

DRY DOCKS: 3 floating docks of 10,000, 1,000 and 500 tons handling 
capacities are available. 

SURVEYORS: Lloyd's Register; Bureau Veritas; Germanischer Lloyd's; 
A.B.S. and Det Norske Veritas. 

GANGWAY/DECK WATCHMEN: Ship's crew or arranged by 
Charterer's Agents at Master's option. A watch by armed elements of 
the police has been instituted. 

Piracy: Acts of piracy have taken place at the ports by armed pirates. 
OPENING/CLOSING HATCHES: By ship's crew. 

CERTIFICATES: Safety, Radio, Sea-worthiness, Freeboard, Derricks, 
etc. 

CUSTOMS ALLOWANCES: 100 cigarettes per person, not more than 
2 bottles of spirits per person in cabin. 

CARGO GEAR: Loading and discharging affected by ship's gear. 
REPATRIATION: Repatriation as well as crew changes can be arranged 
after consultation with the responsible Consuls. 

AIRPORT: International airport is situated about 12 km. from Doualé 
Port. Regular airline flights to Europe daily during whole year. 


HOLIDAYS: Officia/ Holidays: New Year's Day, 1st January; Youth Day, 
{1th February; Labour Day, 1st May; National Day, 20th May; Christmas 
Day, 25th December. Any other Day declared by Presidential Decree. 
Variable Holidays: Easter Day; Festival of the Sheep; End of Ramadan; 
Assumption Day; Ascension Day. 

Even though there are public holidays, cargo work may be carried out 
by arrangements. 

TIME: Local time GMT plus 1 hour. No change during year. 
POLICE/AMBULANCE/FIRE: Central Police Station, Tel: 42.55.25. 
Ambulance (Hospital Laquintinie), Tel: 42.68.88; (Polyclinique), Tel: 
42.18.40. Fire Brigade (in town), Tel: 18. Cameroon National Ports 
Authority, Tel: 42.01.33 or 42.73.22 or 42.33.42 (ext. 2440 or 2445). 
EMERGENCY CO-ORDINATION CENTRE: None at present apart from 
the Cameroon National Ports Authority, B.P. 4020 — Douala. 
Tel: 42.01.33 and 42.73.22. Telex: 5270 KN. 

TELEPHONES: No telephone connections on board. 

BANKS: 

Standard Chartered Bank (formerly Boston Bank Cameroon, SA.), 
B.P. 1784 — Douala. Tel: 42.36.12. Telex: 5858KN. 

Meridien Bank Cameroon, B.P. 1132 — Douala. Tel: 42.98.05, 
42.52.91. Telex: 5580KN. 

Societe General de Banque au Cameroun (S.G.B.C.), Rue Joss, 
B.P. 4042 — Douala. Tel: 42.70.10, 42.12.31. 

Societe Camerounaise de Banque (S.C.B.), B.P. 4013 — Douala. 
Tel: 42.98.60, 42.50.56. Telex: 5208KN, 5665KN. 

Banque Internationale Pour le Commerce et I'Industrie du Cameroun 
(B..C.1.C.), B.P. 4070 — Douala. Tel: 42.28.19, 42.84.31. Telex: 5225KN. 

Banque Internationale Pour I‘Afrique Occidental (B.1.A.O.) Cameroun, 
B.P. 4001 — Douala. Tel: 42.80.11. Telex: 5218KN. 

Societe Generale de Banque au Cameroun (S.G.B.C.), P.O. Box 404 
-Limbe. Tel: 32.23.83. Telex: 5610KN. 

Societe Camerounaise de Banque (S.C.B.), P.O. Box 42 — Limbe. 
Tel: 33.32.38. Telex: 5281KN. 

Banque International Pour I'Afrique Occidentale (B.!.A.O.) Cameroun, 
B.P. 244 — Limbe. Tel: 33.42.38, 33.24.38. Telex: 5661KN. 

Banque International Pour le Commerce et I'Industrie du Cameroun 
(B.1.C.1.C.), B.P. 26 — Tiko. Tel: 35.12.27. 

Banque Internationale de L'Afrique de L'OQuest B.P. 54 — Kribi. 
Tel: 46.10.39. 

Societe Camerounaise de Banque (S.C.B), B.P. 124 — Kribi. 
Tel: 46.11.56. Telex: 5539KN. 

STORING: See “Prelims”. 

Yes. 

. No regulations. 

Yes. 

. No jetty. 

. No Customs regulations in force. 

6. Subject to arrangement. 

SHIP SUPPLY SERVICE: For details contact: Syndicat des 
Compagnies de Navigation et Consignataires de Navires au Cameroun, 
B.P. 73, Douala. 

SERVICES: Derat and fumigation. 

Stores: Fresh provisions of good quality, beer and soft drinks. 

SHORE LEAVE: Permitted. 

GARBAGE DISPOSAL: No facilities available. 

WASTE OIL DISPOSAL: Collection service available by tanker trucks 
at no charge. 

Contact: Transports Blat et Cie., B.P. 896, Douala. Tel: 42-16-59, 42- 
09-08. Telex: 5950 KN. 

Sotradhy, B.P. 3610, Douala. Tel: 42-97-13. Telex: 5099 KN. 
SEAMAN‘S CLUB: German Seaman's Mission, Foyer du Marin, 
Douala. Tel: 42-27-94. Services: Meals, snacks, beds, bar, swimming 
pool, money exchange, international telephone and mini-bus service. 
CURRENCY: C.F.A. Francs (1 CFA = 0.01 French Francs) (10.3.94). 
IDENTIFICATION CARD: Seaman's Book and shore pass are sufficient. 
REGULATIONS: Normal Port Regulations in force. 

DELAYS: No unusual delays. 
DEVELOPMENTS: A new fruit terminal, length 200 m., accepts vessels 
with draft 9.5 m. 


aORon 


SHIPMASTER’S REPORT: March 1982. 

Sonara Refinery SBM at Cape Limboh Oil Terminal. 

The new refinery is situated at Cape Limboh (Limboh Point). The exact 
position of the SBM is Lat. 03° 59’ 16” N., Long. 09° 07’ 36” E. 
(B.A. Chart 1455). 

Type of Hose (Loading Hose): 16 in. ASA Serial 150 type barbell. 
Manifold Derrick: Should be of minimum SWL 10 tons. Connection is 
Made on port side. 

VHF: Sonara Refinery keeps watch on Channel 14, make contact 
2 hours before arrival. 

Pilot: Pilot boards 1 mile South of SBM. 

Pipeline: Submarine line is always kept filled with crude oil therefore if 
loading fuel oil, the vessel should be in position to receive about 
1,500 cu.m. of line contents inside the ship's slop tanks and on 
completion of loading fuel oil, the line contents must be pumped back 
Into submarine line. 

Depth: Depth of water at berth is 21 m. 


CARGO SUPERINTENDENT’S REPORT: October 1993. 
Vessels can safely proceed to the Base Buoy (pilot station). The two 
Deacons give good radar position, and the outer buoy is in place. 

Port Control is on 24 hours duty on VHF Channel 16 (English — 
French). Port Control inform Agents promptly. 

Pilots are English speaking and very good. 

The buoys in the channel have recently been painted and re- 
Numbered. 

The channel is dredged to 5.5 m. at low tide (add tide tables figure). 
Maximum draft 8.0 m. 


CAMEROON 


Length of vessel no restriction. Vessels entering on upcoming tide, 
swing in front of berth on their anchor and berth with assistance of 2 tugs 
(compulsory). Moorings are 4 and 2 fore and aft. Regular shifting along 
wharves on Port Authority's instructions. 

Inward Clearance: Ensure safety net secured under gangway before 
allowing any boarding. Normal clearance procedure with Port Health 
(Yellow Fever), Immigration, Customs, Police. 

Outward Clearance: Agent pre-arranges clearance and brings Port 
Clearance (stamped Manifest) one hour before departure. No problems 
and no delays. 

Agents: Socopao contactable from the anchorage at Base Buoy on VHF 
Channel 73. They contacted us very late (10 hours after arrival) 
regarding berthing prospects. Agents have all the communications well 
arranged. The office is outside the gate, close to the port. Taxis not 
allowed in port, so must rely on Agents transport, which is hard to get. 
The Boarding Clerk we had, visited twice a day. The Agent's office also 
has an inhouse travel agency that can arrange all necessary tickets, but 
no service for visa, etc. 

Stevedoring: Socopao inhouse stevedoring. The Manager is English 
speaking, and has an office opposite Berth No. 11. All faxes and 
telephone calls were made from this office without any problem or 
significant delays. The stevedores on board are quite good and 
disciplined. The stowage of the logs is not bad. The crane-drivers are 
a bit careless. 

Two watchmen are compulsory day and night 

Socopao Stevedoring run the tugs in the port for the rafts and the 
barges. They also own equipment for bulk, container, general and timber 
cargo handling. Plenty of stevedoring materials (slings and hooks, etc.) 
available. Vessel must supply lines/wires to fasten rafts and barges. 
One tug is on stand-by alongside at all times. As stevedores work in 
12 hour shifts, it is advisable to feed the foreman, talley clerks and 
watchmen on board (to prevent delays and for smooth cooperation). 
Loading Rates: With 4 gangs and sufficient cargo alongside, this vessel 
can load 2,500 cu.m. logs per 24 hours. There is little cooperation 
between shippers — logpond — stevedores, as all act independently. 
General: Cameroon is basically French speaking (a necessity for 
supercargo), but quite a few people (locals) speak English, Douala is 
very expensive in every way. Many countries have Consulates in Douala. 
The international airport has daily flights to Europe (Air France, Sabena, 
Lufthansa and Air Cameroun are most regular). Various international 
banks, the best | found for cashing traveller cheques was Standard 
Chartered Bank. 

Douala is unsafe for crew to go ashore at night. Robberies (armed) 
are aplenty, even in daylight. Only the Seaman’s Mission bus at 
1900 hrs. and return at 2200 hrs. is safe. But Seaman's Mission is 
expensive. 

Stowage: We loaded a great deal of logs over 10.0 m. length, this gives 
a bad stowage factor. Also of the hardwood, many over 15 tons. 


SHIPMASTER’S REPORT: November 1993. 
Vessel's Particulars: 

Length: 146.68 m. 

Breadth: 22.86 m. 

Depth: 12.20 m. 

Summer Draft: 9.05 m. 

Deadweight: 17,635 metric tonnes. 

Berth: Cement berth at Bonaberi. 

Pilotage: Pilot called by VHF Channels 16 — 12. 

Health: Maritime Declaration of Health to be filled in and handed over 
to the boarding officers, along with List of Ports of Call and Cholera/ 
Yellow Fever Vaccination List. 

Radio: Not operational. 

VHF: Channels 16 — 14. 

Tugs: Only 2 tugs were seen to be operational. 

Berthing: At the right bank (Bonaberi): Only the berth with a gantry is 
being used for discharging clinker/gypsum for the cement plant. This 
berth has no fenders (the berth is not being used for banana or butane 
carriers). 

It is advisable to employ watchmen at all berths, more so at this berth. 
As the berth is remote, it is not advisable to venture out at night, even 
for taking drafts. 

Bulk Cargo Facilities: Bonaberi: Gantry crane — Max. height of 
discharging gear above HW is 15.0 m. Discharging rate 3,500 tonnes 
per day. 

Berth No. 2 on the left bank is also equipped with a rolling gantry for 
discharging Alumina, but only the evacuators are being used. 
Max. height of discharging gear above HW is about 15.0 m. 
Specialised Cargo Handling Facilities: Timber: The timber dock does 
not accommodate any ships as mentioned. Timber/logs can be loaded 
alongside any of the berths or at the dolphins, depending on the vessel's 
draft. 

Density: Annual average 1012, rainy season 997. 

Dry Dock: Only one floating dock (Chantier Naval et Industriel du 
Cameroun S.A.) of about 10,000 tons is in port. 

Customs Allowances: 200 cigarettes and one bottle of spirits per person. 


AUTHORITY: Cameroon National Ports Authority, B.P. 4020 — Douala, 
Republic of Cameroon. Tel: 42.01.33, 42.73.22. Telex: 5270KN. 
FAX: (237) 426797. Contact: Tchouta Moussa, Port Director. Mboum 
Mono Markous, Harbour Master. 

AGENT: Douala: Socopao, B.P. 215 Douala. Tel: (237) 42.64.64, 
42.65.58. Telex: (Shipping) Freight 5319; (Direction) Freight 5252/5214. 
Fax: (237) 43.11.58. Cables: Freight Douala. 

Kribi: Socopao, B.P. 38 Kribi. Tel: 46.11.25. Telex: 5688 (in case of 
difficulties please contact Douala). 
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KOLE: 04.13 N. 08.33 E. (See Plan) 


LOCATION: The loading point is located at Lat. 04° 13’ 21” N., Long. 
08° 33’ 31” E. (approx. 285° — 26 miles from Cape Debuncha). 
DOCUMENTS: 

3 copies Crew List. 

3 copies List of Ports of Call. 

3 copies Arms and Ammunitions List. 

3 copies Animals List. 

3 copies Store List. 

3 copies List of the Passengers Landing or in Transit. 

Ship's Manifest. 


PILOTAGE: Compulsory. Piloting shall be carried out by the Pilots of 
the Cameroon National Port Authority. Call signals for a Pilot are those 
provided for by the International Code. The Pilot may be contacted on 
VHF Channel 16 (156.8 MHz). 

The Pilot will board 2 miles S.W. of loading point “KLB-2” in position 
Lat. 04° 12’ N., Long. 08° 32’ E. 


ANCHORAGE: Vessels loading at Kole may anchor inside an area 
enclosed by the following coordinates: 
A 04° 12.3’ N., 08°33’ E. C 04° 11.3’ N., 08° 33’ E. 
B 04° 12.3’ N., 08°34°E. D 04° 11.3’ N., 08° 34’ E. 
Anchoring within the Prohibited Zone and less than one mile from the 
Kole loading point is prohibited. 


NAVIGATION AIDS: The Elf-Serepca operating facilities located in the 
Rio Del Rey are protected by a zone where navigation is prohibited. 
Permission to enter this zone can only be obtained from Elf-Serepca. 
Elf-Serepca prohibited zone is enclosed by following coordinates: 

Lat. 04° 13’ N., Long. 08° 22’ 36” E. 

Lat. 04° 13’ N., Long. 08° 29’ E. 

Lat. 04° 13’ N., Long. 08° 36’ E. 

Lat. 04° 18’ N., Long. 08° 41’ E. 

Lat. 04° 26’ N., Long. 08° 34’ E. 

Lat. 04° 26’ N., Long. 08° 25’ E. 

Lat. 04° 19’ N., Long. 08° 22’ E. 

In addition, all platforms and the floating storage facility “Serepca 1” 
within this zone are equipped with white lights which flash the letter “U” 
every 15 seconds. 

The main loading point “KLB 2”, is located at Lat. 04° 13’ 21” N., 
Long. 08° 33’ 31” E. It is a yellow buoy with a white light which flashes 
the letter “U" every 15 seconds (Range: 6 miles — radar reflector). 

The emergency loading point, “KLB 1”, is located at Lat. 
04° 14’ 57” N., Long. 08° 33’ 07” E. and its markings are identical to 
those for “KLB 2”. “KLB 1” Loading Point is presently not in use. 

A floating hose which can float around each buoy over a radius of 
260 m. is marked by small white intermittent lights. 

Fog Signals Inside of the Prohibited Area: 

Fog horns with a range of 2 nautical miles send the letter “U" every 
30 seconds when the horizontal visibility is below 1 mile at the following 
positions: 

Oil production platform “Ekoundou” Lat. 04° 16’ 28” N. 

Long. 08° 25' 10” E. 

Lat. 04° 16’ 56” N. 

Long. 08° 34’ 03” E. 

Lat. 04° 15’ 42” N. 

Long. 08° 33’ 28" E. 

Lat. 04° 14’ 57” N. 

Long. 08° 33’ 07” E. 

Lat. 04° 13’ 21” N. 

Long. 08° 33’ 31” E. 

RADIO: The vessels should send their ETA to Elf Serepca, B.P. 2214/ 
eae Tel: 42.13.66/42.17.85/40.76.20/40.10.28 Douala. Telex: 5299 KN 

lferap. 

Via Coastal Station — Douala Radio. 

Call signal: “TJC 5”, “TJC 6” or “TJC 8”. 

The Coastal Station works on 500 kHz and 8718 kHz. 

Transmitter Power: 1 kw. 

Listening Hours: Permanent watch from 0500 — 2000 hrs. GMT on 
500 kHz, 15 minutes transmission at 0600 — 0700 — 0800 — 0900 — 1100 
PANE dace tin 1600 — 1700 — 1800 — 1900 hrs. GMT on the 8 MHz 

and. 
Kole Terminal — “Serepca 1” Floating Storage Facility: 
“Serepca 1” — Call sign: “TJAR”. 

Transmitter power: 400 W on 500 kHz. 

1 kW on 2182 kHz (BLU). 

1 kW on 8291.1 kHz (BLU 
Radio watch on 500 kHz from 0800 to 0830 GMT. 

1600 to 1630 GMT. 

Radio watch on 2182 kHz and 8291.1 kHz at the same times. 
Continuous VHF watch on Channel 16 and working on Channels 11 and 
12. 
Arrival Advice: Advise “Elf Serepca” 72 hours, 48 hours and 24 hours 
before arrival, also advise any changes. 


MAX. SIZE: Maximum permissible draft is 22 m. (72 ft.) at “KLB 2” and 
16 m. (53 ft.) at “KLB 1”. However, Elf Serepca may reduce these drafts 
should meteorological conditions be unfavourable. 

Minimum underkeel clearance 4.5 m. (15 ft.). 


HEALTH: Health inspection carried out by doctor or the Pilot. Master to 
have ready for inspection the following: 

Maritime Declaration of Health 

Derat Certificate 

Vaccination Certificate of the Crew 

In case of infectious disease on board, contact the Head Doctor or 
the Douala Border Health Police B.P. 1115 — Tel: 42.36.33, through the 
Harbour Master. 


TUGS: A supply vessel is provided to assist with mooring. 
298 


Oil production platform “Kole” 
Floating storage “Serepca 1” 
KLB 1 Loading buoy 
KLB 2 Loading buoy 


BERTHING: The Elf-Serepca Kole loading points are SPMs. 

The bow of the vessel is moored to a buoy consisting of a square 
(KLB 2) or cylindrical (KLB 1) float. The buoys are anchored by chains 
with 6 drilled piles. Moorings extend for a radius of 240 m. around the 
buoys. 

Buoys “KLB 1” and “KLB 2” and the floating storage facility 
“Serepca 1” are respectively connected by 3,000 m. long (36 in. 
diameter) and 4,600 m. long (24 in. diameter) sealines. Each buoy is 
connected to the sealine (PLEM) by 2 underwater 20 in. hoses. 

For loading, a 24in. floating hose with 2x16in. lines at its end 
connects the buoys to the tanker. 

The “KLB 2” loading point is designed for the mooring and loading of 
tankers from 50,000 to 250,000 tonnes D.W.; “KLB 1” is limited to 
150,000 tonnes D.W. maximum. Given the useful storage capacity, the 
quantity which may be loaded at Kole is limited to approximately 
120,000 tonnes. 

Water depth at Buoys “KLB 1” and “KLB 2” is 23.5 m. and 30.5 m. 

respectively at chart datum. 
Mooring: Mooring ropes shall be supplied by Elf Serepca. The vessel 
shall be ready to embark 2 mooring ropes, one on the starboard side, 
and the other on the port side. Each rope consists of 46 m. of nylon of 
13 in. circumference and a 8 m. chain, diameter 64 mm. Each rope is 
equipped with a polypropylene inhaul of 10 in. circumference and 150 m. 
long for one and 80 m. for the other. 

Messengers are passed to the vessel by a motor-boat. The vessel! 
shall prepare 2 ropes at the bow for taking the messengers onboard. 

Mooring is carried out by day only (between 0600 hrs. and 1800 hrs.). 
In the afternoon, vessel must arrive not later than 1600 hrs. for 
immediate peeks 

ala is carried out immediately after completion of loading, day and 
night. 

The ship's manifold shall be prepared on the port side for connection 
with the 2x 16 in. flexible hoses. 

BALLAST/POLLUTION: 
Ballast on Arrival: Ship must arrive with sufficient ballast and correct 
trim to be able to manoeuvre in complete safety: 

The ballast must not be less than 30% of the deadweight. Deballasting 
will not be allowed without the agreement of the Pilot. 

The storage installation is not equipped to receive dirty ballast. The 
vessel shall, therefore, arrive with clean ballast. 

Any vessel approaching with dirty ballast may be forced to leave the 
loading point and delays arising therefrom shall be to the vessel's 
account. Acceptance of Notice of Readiness would be rectified 
accordingly. 

It is forbidden to throw into the sea any cinders, burning materials, 
objects and waste of any kind. 

The ship’s Master shall be responsible for any spills or pollution and 
any other difficulties which may involve discharge of oil. The terminal is 
equipped with an anti-pollution first aid device. 

Scuppers shall be plugged during the whole loading time. 
LOADING: Notice: Notice of Readiness shall be sent to Elf Serepca. 
Connection of Flexible Hoses: Loading of the vessel shall be carried 
out through 1 line of 220 m. of 24 in. flexible floating hoses, terminating 
in 2X36 m. lengths of 16 in. flexible hose. 

Connection with the ship's manifold shall be by 16 in. 150 ASA flanges. 
Elf Serepca can supply 16 in./10 in. and 16 in./12 in. reducers. 

The tanker’s derrick shall be rigged before mooring on the port side. 
The safe working load of the derrick hook shall be 10 tons minimum. 

During connection and disconnection of the flexible hoses, assistance 
of the crew is essential, in particular for the working of winches and 
derricks. During the whole stay of the vessel at the loading point, the 
Pilot shall ensure that a safety watch is maintained onboard. The Elf 
Serepca Representative carries out the duties of Head of Loading and 
remains in contact with the terminal. 

During the entire loading operation, the Elf-Serepca service vessel 
shall remain available to the tanker; after the loading hoses have been 
taken aboard the tanker, the service vessel can be used to move the 
tanker away from the buoy. A hawser shall be located at the stern of 
the tanker to be used for towing. 

A ladder must be kept permanently ready alongside the vessel so as 
to permit access by the team in charge of the flexible hoses. 
Loading: Loading may be carried out with a maximum flow of 
4,400 tonnes per hour. The maximum capacity of each part loading is 
approximately 120,000 tons. 

Inspection of tanks after deballasting and ullages after loading shall 
be taken in the presence of the Loading Supervisor representing Elf 
Serepca. 

The terminal shall place on board the vessel sealed samples of the 
cargo. 

sale minutes before the end of loading, the vessel shall notify the 
terminal by VHF so that pumping may be stopped accordingly. 
During Loading: All the hull valves shall be closed except those required 
for water circulation. 

The scuppers of the main deck shall be plugged. 

Two fire hoses shall be connected and placed, one at the bow, the 
other at the stern of the vessel. The fire pump shall be maintained under 
pressure. 

In case of electrical storms, loading may be stopped if necessary. 

In case of fire on board a vessel moored at the loading point the 
Master shall give the alarm by means of short whistle blasts at short 
intervals. He shall be responsible for the implementation of technica 
means of fire fighting, maintenance of stability and safety on his vessel 
He shall take the required steps to leave should he be required to do 


so. 

MEDICAL: Hospitals, clinics and doctors in Douala. Transportation 
carried out by Elf at vessels expense. 

FRESH WATER: Not available. 

FUEL: Not available. 

CONSULS: At Douala: Denmark, France, Germany, Lebanon, Monaco, 
Netherlands, Norway, Sweden and U.S.A. 


REPAIRS: There are well-equipped repair workshops at Douala. 
AIRPORT: 4 km. from Douala. 1 or 2 flights daily to Europe. Several 
flights weekly to U.S.A. 

TIME: GMT plus 1 hour. 

GENERAL: Charts: French Chart No. 5380 and British Chart No. 1860. 
Safety: During the vessel's stay at the loading point the Master shall: 

Maintain on board sufficient crew for handling of the vessel and 
moorings and fire fighting. 

Maintain the engines ready for manoeuvring. 

Ensure that the moorings function properly without any undue stress 

r wear. 
Ensure that the floating hoses do not wear out or rub, thus causing 
deterioration. 

Ensure that the vessel does not make contact with the buoy either by 
change in current or change in the direction of the wind or for any other 
reason. The service vessel moored at the stern of the tanker ensures 
correct positioning upon instructions from the Pilot, if necessary. 

Fire Fighting: \t is forbidden to: 

Smoke, utilise naked lights or tools liable to give rise to sparks outside 
the areas normally authorized on a tanker. 

Leave the anchors outside the hawse pipe. 

Make any repairs or carry out maintenance on deck. 

Turn the propellers. 

Utilise in the areas classified as dangerous any equipment or tools of 
a type not recognised for this use by a competent organization. 
Elf Serepca reserves the right to take any steps it may deem necessary 
in case of danger and in particular stop loading. 

Stores: Two ship chandlers at Douala can supply the vessel with any 
foodstuffs they need. But the distance between the Kole Terminal and 
Douala makes the process very difficult. 

Elf Serepca can, in no way, be in charge of the orders and the 
transportation of foodstuffs. 

Territorial Waters: The sovereignty of the Republic of Cameroon extends 
to 50 nautical miles from the lowest sea watermark along the coast. 
Currency: Legal currency is CFA Francs. 1 CFA Franc = 0.01 French 
Francs. 

Meteorology: The rainy season (monsoon) extends from May to 
September. The dry season extends over a period of 2 to 3 months that 
is to say from December to February. 

Air Temperature: The air temperature varies on an average from 22° C 
to 30° C. 

Sea Temperature: On the surface, the sea temperature varies from 29° C 
at the beginning of the year to 25° C in July, August and September. 

Visibility: Owing to the Harmattan, a hot wind blowing from the Sahara, 
visibility can be reduced to 1 or 2 miles from December to February. 
During the rainy season, and especially in June, July and September, 
visibility can be reduced to 0.5 miles due to rain. 

Tides: The tides are of a semi-daily type and the Kole cycle is 
15 minutes in advance of Bonny Town. Maximum amplitude is 2.30 m., 
mean amplitude is: Spring tides 1.80 m. Neap tides 0.90 m. 

Wind: Generally from the South and usually less than 15 knots. 

Strong winds last for a short period and blow from the East or the 
S.S.E. in connection with tornadoes. 

Current: In the Kole area currents may be of a very changeable speed 
and direction. However, the ruling currents are the tidal currents. 

Slack tide is S.S.E. and flood tide N.N.W. On the surface its speed 
can reach 3 knots. 

Swell: The direction of the swell is S.S.W. (210°). The average height 
is 2.5 m., period 8 seconds. The waves generated by the local winds 
are scarcely higher than 2 m. 


AUTHORITY: Elf Serepca, B.P. 2214 and B.P. 2215, Douala, United 
Republic of Cameroon. Tel: 421366, 421785, 407620, 401028. 
Telex: 5299 Kn Elferap. FAX: 400020 (Attn: Terminal). Contact: Chief 
of Terminal Operations. 


AGENT: See “Douala”. 


MOUDI MARINE TERMINAL: 04.07 N. 08.29 E. 
(See Plan) 


LOCATION: The Moudi Field, of which Tepcam is the operator, is 
Situated in the Gulf of Guinea about 50 nautical miles West of the town 
of Limbe (Victoria) in Cameroon, in depths of 50 m. to 58 m. 

The Moudi Field comprises the following units: 

2 well platforms: VA (Lat. 4° 08’ 11” N., Long. 8° 27’ 24” E.) and VB 
(Lat. 4° 09’ 22” N., Long. 8° 25’ 55” E.) 

1 production platform; VT (Lat. 4° 08’ 09” N., Long. 8° 27’ 25" E.) 

1 loading terminal consisting of: 1 floating storage unit (F.S.U.), the 
“Moudi” (Lat. 4° 08’ 09” N., Long. 8° 28’ 49” E.). 1 Single Point 
ora Beda (S.P.M.) (Lat. 4° 07’ 00” N., Long. 8° 29’ 11” E.) 

DOCUMENTS: 

Maritime Declaration of Health. 

Derat or Exemption Certificate. 

Vaccination Certificates for crew and passengers. 

After ship's arrival at Moudi Marine Terminal, the Tepcam 

Representative boards and the Master signs the following documents: 

Notice of Readiness. 

Acknowledgement of receipt by the Master of Terminal Regulations. 

Safety check list before loading. 
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Following commercial documents are filled out by Terminal and 
presented to the Master: 

Bill of rag, 

Certificate of Quality and Quantity. 

Certificate of Origin. 

Cargo Manifest. 

Time Sheet and Loading Report. 

Ullage Report. 

Receipt for Samples. 

Receipt for Documents. 

The Tepcam Representatives on board the ship shall assist with the 
inspection of tanks after deballasting and ullage measurements after 
loading. 

PILOTAGE: Pilotage is mandatory and carried out by the Pilots of the 
National Port Bureau of Cameroon. 

The Pilot, the Terminal Representative, the Mooring Master, the Cargo 
Inspector and the Customs Officer must come on board the vessel 
before the vessel starts mooring to the buoy. 

On board the ship, the Pilot acts as a nautical adviser to the Master 
for handling the ship at the entry and exit of the pilot zone or for 
movements within this zone. 

His advice shall commit neither his responsibility nor that of Tepcam. 

Any ship mooring to the loading buoy is required to take the Terminal 
HGS, on board in the pilot zone extending from anchorage zone to the 

.P.M. 

The Pilot call signals are those in the International Code. The Pilot 
may be contacted by VHF Channel 16. 

Pilot Boat: 

The assistance boat insures the pilotage functions (transport of Pilot 
and Tepcam employees, transport of equipment required for mooring 
and hose connections). 

It is at the ship’s disposal under Pilot's instruction during the whole 
stay of the ship at the loading buoy for: 

Tug assistance (bollard pull 100 tons). 

Approach/Mooring assistance/launching of an inflatable dinghy, 

clearance of hoses. 
Exceptionally: 

Fire-fighting (2 guns, total delivery 600 cu.m./hr.) 

Anti-pollution Assistance (Dispersant and Anti-pollution Spray-ramp, 
25 cu.m./hr.) 

During operations, the assistance boat monitors permanently the 

operating VHF frequency and Channel 13. 

NAVIGATION AIDS: 

Fixed Platforms: The 3 fixed platforms, VA, VB and VT are all equipped 
with the following: 

4 white lights at the 4 corners, range 8 miles, flashing the letter 
U(- - —) operated by sun switch, 

2 fixed white boat landing lights, range 3.5 miles. 

2 foghorns, range 1.5 miles, emitting the letter “U", operated manually 
(visibility less than 1.5 miles). 

1 identification panel fixed to the South side displaying “Victoria VA”, 
“Victoria VB", “Victoria VT", respectively in black letters 1m. high 
on a yellow background. 

Platform VT is also equipped with a fixed red light on the crane, and 

fixed yellow and blue lights on the helideck. 

VA/VT catwalks and flare are equipped with 3 and 4 fixed equidistant 
white lights respectively. 

Floating Storage Unit (Moudi): The Moudi, a converted 220,000 ton 
tanker, carries the lights of a ship at anchor, 2x360° white lights, 1 in 
the bow and 1 in the stern. It is equipped with a foghorn, range 1.5 miles 
emitting the letter “U”. It carries the inscription ‘“Moudi” painted in white 
letters 1.5 m. high on the black hull at port and starboard in the bow 
and at the stern. 

SPM (buoy/hoses): The buoy, painted orange, is equipped with the 
following: 

1 fixed white light, range 5 miles, flashing the letter “U" every 15 secs, 

a hand-operated foghorn, range 2 miles, emitting the letter “U” every 
30 secs, 

a radar reflector. 

The floating hoses are equipped with 3 white winker lights (60 flashes 

per minute). 

The ship shall provide adequate and safe means to take the Pilot on 
board on the most sheltered side. 

Pilot Ladders: 

1. In all ships where the distance from sea level to the point of access 
to, or from, the ship exceeds 5 m. (O.N.P.C. requirements), the ship 
must be provided to embark and disembark Pilots by means of the 
accommodation ladder in conjunction with a pilot ladder. The ship should 
carry an accommodation ladder on each side, unless such ladder is 
capable of being transferred. 

2. The ladder should be sited leading aft. When in use, the lower end 
of the ladder should rest firmly against the ship's side within the parallel 
body length of the ship and within the mid-ship half section and clear of 
all discharges. Equally safe arrangements which might be more suitable 
for special types of ships should be acceptable. 

3. The length of the accommodation ladder should be sufficient to 
ensure that its degree of slope does not exceed 55 degrees. 

4. The lower platform of the accommodation ladder should be in a 
horizontal position when in use. 

5. Intermediate platforms, if fitted, should be self-levelling. Treads and 
steps of the accommodation ladder should be so designed that an 
adequate and safe foothold is given at the operative angles. 

6. The ladder and platforms should be equipped on both sides with 
stanchions and rigid handrails, but if handropes are used they should 
be tight and properly secured. The vertical space between the handrail 
or handrope and the stringers of the ladder should be securely fenced. 

7. The pilot ladder should be rigged immediately adjacent to the lower 
platform of the accommodation ladder and the upper end should extend 
at least 2 metres above the lower platform. 
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8. Lighting should be provided at night such that the full length of the 
ladder is adequately lit. 

9. If a trap door is fitted in lower platform to allow access from and to 
the pilot ladder, the aperture should be not less than 750 mm. x 750 mm. 
In this case the after part of the lower platform should also be fenced 
as in paragraph 6, and the pilot ladder should extend above the lower 
platform to the height of the handrail. 

10. The accommodation ladder(s), together with any suspension 
arrangements or attachments, fitted and intended for use in accordance 
with this Recommendation should be the satisfaction of the 
Administration. 

ANCHORAGES: The anchorage zone is a circle 1 mile in radius centred 
about 2 miles E.N.E. from the SPM, at the point with coordinates: 
Lat. 4° 07’ 33” N., Long. 8° 31’ 04” E. 

Approach to the anchorage should be made from the East. With the 
S.P.M. as the centre, vessels should steer a course of between 210° 
and 330°. (See “Plan”.) 

RESTRICTIONS: The danger zone in which routine navigation and 
fishing activities are prohibited is defined by the four points AA, BB, CC 
and DD, of which the coordinates are given below. The field installations 
are situated about half a mile inside the limits. 

AA: Lat. 4° 09’ 10” N., Long. 8° 29’ 43" E. 

BB: Lat. 4° 06’ 28” N., Long. 8° 29’ 43" E. 

CC: Lat. 4° 06’ 28” N., Long. 8° 25’ 24” E. 

DD: Lat. 4° 09’ 58” N., Long. 8° 25’ 24” E. 

Ship moorings and connections take place from 0600 hrs. to 1800 hrs. 
weather and sea permitting. They may be performed by night, on 
Tepcam preliminary agreement conditions. Departures from berth take 
place day and night. 

MAX. SIZE: The loading station is designed for the mooring and loading 
of ships from 50,000 d.w.t. to 280,000 d.w.t. 

The water depth at the buoy is 57 m. to hydrographic zero. 

HEALTH: Sanitary boarding is carried out by the Doctor in Chief of the 
Border Health Police. Pilots are entitled to carry out this inspection. In 
case of infectious disease on board, contact the Doctor in Chief of the 
Border Health Police through the Harbour Master before ship's arrival 
at the terminal. For the application of Health Regulations, the ship shall 
use the signals in the International Code of Signals. 
RADIO: Ships shall announce their arrival by telegram sent 72 hours 
before their planned arrival. This telegram, addressed to Tepcam shall 
be sent via Douala Radio and shall announce its ETA in GMT, as well 
as all information concerning the planned loading: 

Arrival ballast. 

Deballasting time. 

Max. loading rate. 

Cargo quantity. 

Derrick lifting capacity. 

Dimensions of manifold flanges. 

Forward anchoring system characteristics. 

Sanitary conditions. 

The ship shall repeat contact 48 hours and 24 hours before its arrival 
and correct its ETA if necessary. 

Communications between ship and base through Douala Radio 
should be in decameter or hectometer wave. 

Douala Radio works on frequencies 500 kHz, 8449 kHz and 
13,069 kHz. Call sign TJC 5, TJC 6 and TJC 8. 

During radio contacts preceding the arrival of the ship at the site, the 
ship shall receive instructions from the Terminal Superintendent for 
oboe pee or, on the contrary, standby anchorage in the zone 

lefined. 
VHF: When 60 miles from the Terminal, the ship shall make contact by 
VHF on Channels 16 or 13 and then switch to the operating frequencies 
as indicated below. 

The ship shall then receive the instructions required for its mooring 
to the loading buoy. 

Port regulations are communicated as soon as possible to the Master, 
who shall acknowledge receipt by letter. 

Monitoring as well as safety frequency are provided on Channel 16. 

Also see “Pilotage”. 

Communications between the ship and the Terminal are provided on: 

VHF Marine Total, Channel 69 (156.475 MHz) 

VHF (land) between base and Douala headquarters: 

Tx: 75.550 MHz Rx 80.550 MHz 

Tx: 75.650 MHz Rx 80.650 MHz 

Tx: 75.700 MHz _ Rx 80.700 MHz 

VHF Total field communication: 

Tx: 159.725 MHz Rx 155.125 MHz 
TUGS: See “Pilotage — Pilot Boat’. 
BERTHING: The Moudi Loading Buoy is of the CALM type (Catenary 
Anchor Leg Mooring) with a single mooring point. 

It consists essentially of a cylindrical body 12 m. in diameter and 4.7 m. 
high, equipped at the bottom with a skirt projecting 1.7 m., and with a 
turn-table. The buoy is anchored by means of 6 chains extending in a 
radius of 380 m. around it. 

A 255 m. long line of 24 in. floating hoses terminates in 2x37 m. long 
extensions of 16 in. hoses equipped with 16 in. Camlock type quick 
couplings at the ends for buoy/ship connection. 

A mooring line and its accessories are used to moor the ship to the 
turn-table. 

The mooring personnel carrying out the polypropylene connection 
from the buoy to the “Messenger Line” of the ship are provided by the 
Terminal. 

Head of Loading: Representative of Tepcam co-ordinates all the 
following operations: 

Mooring 

Connection 

Loading. 

He is responsible for ensuring compliance with Port Regulations at 
the Terminal. His instructions shall not be questioned or disputed and 
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he will not check the Pilot's action, who is the Harbour Master's 
representative at the Terminal. 

He may refuse or prohibit, after Pilot's advice, the entry of the ship in 
cases such as but not limited to: 

unfavourable weather conditions, 

ship insufficiently equipped or possessing defective equipment, 

insufficient or dirty ballast. 

He is in charge of obtaining the agreement to start loading. He makes 
sure of the correct application of safety instructions by the shipboard 
personnel and of the loading plan. 

Once the ship is moored, he may ask the Pilot's advice for an early 
removal from berth of the ship or may suspend loading of the ship for 
reasons such as but not limited to: 

safety 

bad weather 

non-compliance with instructions 

insufficient drainage of cargo tanks 

dumping of polluted water into the sea 

incidents affecting the loading buoy or the pumping installation. 

During loading operations he insures the radio co-ordination between 
the ship and the Terminal. 

Mooring Master: He acts under the direction of the Head of Terminal. 
Mainly in charge of inspection of specifically marine equipment, he shall 
assist and inform the Pilot and the Head of Terminal during approach, 
mooring, connection/disconnection and loading phases. 

pare Inspector: Nominated by the buyer, he is in charge of cargo 
control. 

Customs Officer: The attendance of an Agent of the Administration of 
Customs is compulsory onboard of lifting vessels. 

Mooring and Connection: The engines shall be in condition to deliver 
their maximum capacity if required. The ship's port derrick shall be rigged 
to project 1 m. over the ship's side and to lift a minimum load of 10 tons. 

The Pilot shall instruct the Master of the ship of the standard 
manoeuvres for berthing and mooring. 

Mooring and connection operations shall be performed by the ship's 
crew. 

Once it is moored, the ship shall keep its engines ready to manoeuvre. 
No work reducing the ship's manoeuvring potential shall be undertaken 
without the approval of the Terminal Superintendent or his assistant. 

The ship's Master shall ensure that the mooring lines guarantee a 

secure mooring at all times. He shall make sure that the mooring units 
operate to satisfactory conditions, in order to minimise wear and to 
prevent their breakage. 
LOADING: When the ship is absolutely ready to perform loading 
operations, the ship's Master shall present the “Notice of Readiness’. 
The “Notice of Readiness” shall not be accepted if the Terminal is 
closed. 

Once the mooring and hose connections have been completed, the 
check list shall be checked and signed jointly before the start of loading 
by the Tepcam Representative and the ship's Master. 

The Terminal Superintendent shall issue the order to start pumping, 
after the ship has confirmed that she is ready to load and shall noti 
the ship of the progress of loading operations. 

Radio connections shall be checked frequently. All information 
concerning flow rate, gas pressure, change in cargo tank, cumulative 
quantities, etc., shall be communicated between the ship and the control 
room. 

30 minutes before the end of loading, the ship shall advise the Loading 
Master in order to stop pumping in due time. 

In the case of a storm or leakage, loading shall be suspended. 

Measurement of the ullages, temperatures and draft after loading, for 
control purposes, shall be performed in the presence of the Tepcam 
representative. 

Throughout the loading period, the ship shall carry the following: 

- a a red flag on the masthead ("B” flag of Internationa 
e), 
— by night, a red light visible 360°. 

This requirement shall also be valid for ships which are loaded, 
moored, or manoeuvring in the danger zone, and also for ships that are 
not declared “gas free”. 

The Terminal shall provide the ship with representative samples of 
the cargo. 

Looxout: During the whole stay of the vessel at the SPM, the Pilot 
ensures watch of safety on board. 

Permanent bow lookout: The Tepcam representative and the Pilot will 
demand permanent bow watch by a member of the ship's crew and shall 
be advised of the tanker's position in relation to the buoy. 

Permanent lookout at manifold: As soon as connections are made, the 
Tepcam representative shall demand permanent manifold watch by 2 
member of the ship's crew and shall be advised of the configuration 0! 
the tanker rail hoses and if any leaks in the manifold. 

BALLAST: The Terminal is not provided with facilities for treating ballast 
water. Ships shall therefore arrive with clean ballast. The minimum 
arrival ballast shall be equal to about 30% of the ship's d.w.t., ensuring 
a draft consistent with safe ead a reasonable trim and 4 
propeller submerged, to the satisfaction of the Pilot. 

Inspection of the ballast to be unloaded shall be made on arrival, and 
any ship arriving with dirty ballast may be required to leave the buoy, 
and to bear responsibility for any delay resulting from this. The 
acceptance of the “Notice of Readiness” shall be corrected to show this 

Deballasting operations shall only begin with the agreement of the 
Head of Loading and the Pilot. As a rule, loading operations shall not 
begin until deballasting is completed, if the ship is not fitted out fo 
simultaneous deballasting and loading operations. An inspection ol 
tanks shall be carried out after deballasting in the presence of the 
Tepcam representative. 

POLLUTION: It is prohibited to dump any objects or waste of any type 
into the sea. 

It is also prohibited to dump into the sea any liquid liable to ignite 
to pollute the water. 


The ship's scuppers must be closed/plugged during the loading 

rations. 

A system designed to collect any drips and leaks shall be placed 
under the hose/manifold connection. 

In the case of water pollution caused by the ship, for any reason 
whatsoever, Tepcam declines any responsibility, and the ship shall be 
held responsible for the direct consequences of this pollution. In 
particular, the assistance costs incurred by Tepcam shall be passed on 

the ship. 

erecen! also declines any responsibility concerning any infringement 
by the ship of international regulations or Port Regulations that could be 
ascertained by the Pilot or any Tepcam employee. Written reservations 
will be expressed and report will be drawn-up. 
Objects falling into the sea: Any object falling into the sea shall be stated 
in a declaration to the Terminal Superintendent, who shall prescribe the 
measures to be taken for its recovery. Similarly, the recovery or removal 
of various objects or equipment stationed or deposited in the danger 
zone shall be carried out automatically, whenever the owner or operator 
of the said objects or equipment cannot or does not wish to perform this 
removal himself. 

Recovery and removal shall be carried out at the cost, risk and perils 
of the parties concerned. For any object, (or person) that has fallen into 
the sea, a written report shall be addressed to the Harbour Master. 
MEDICAL: Emergency cases are evacuated to Douala by Tepcam at 
ship's expense. Douala has a hospital, clinics and several specialist 


doctors. 

FRESH WATER: Not available. 
FUEL: Not available. 

CONSULS: Consulates in Douala: 


Denmark Greece Norway 
France Lebanon Sweden 
Germany Monaco U.S.A. 


REPAIRS Not available at Moudi Terminal. However, well equipped 
repair facilities are available at Douala. 

REPATRIATION: Not permitted. 

AIRPORT: The nearest airport is 4 km. from Douala. 1 or 2 flights daily 
for Europe, several flights weekly for the U.S.A. (with changes in 
Europe). 

TIME: GMT plus 1 hour. 

STORING: Not possible at Limbe. 2 maritime victualling companies are 
established in Douala. 

GARBAGE DISPOSAL: Offshore Terminal, so no facilties available. 
WASTE OIL DISPOSAL: Offshore Terminal, so no facilities available. 
SEAMAN’S CLUBS: None. 

GENERAL: Useful Publications: Ships planning to call at the Moudi 
Marine Terminal shall refer to the following regulations and documents: 

— Safety of Life at Sea, 

— IALA “A” system for Navigation Aids, 

— International Regulations for Preventing Collisions at Sea, 

— Marine Charts Nos. 5633, 5602, 6076 and 5380, of the Service 
Hydrographique de la Marine (French Marine Hydrographic 
Service), 

— Marine Chart No. 1860 from Hydrographic Office of the Navy, 

— ISGOTT (International Safety Guide for Oil Tankers and 
Terminals (OCIMF/ICS Publication)). 

Meteorology: The year is characterised by 2 seasons: Rainy season 
from June to September, variable season from October to May with low 
rain frequency. 

The outdoor temperature varies on average from 22°C/72°F (July and 
August) to 30°C/86°F (February to April). 

Water temperature at the surface varies from 25°C/77°F (June to 
September) to 29°C/84°F (February). 

The prevailing winds are 4 knots to 10 knots from the S.W. sector 
throughout the year. The strongest winds, up to 45 knots, are rare and 
occur from February to May, in October, and in December. They may 
accompany tornadoes generally travelling from East to West. 

Visibility is rarely very good and only rarely exceeds 11 nautical miles. 

lt may be reduced to a half mile by rainfall, especially from June to 
September. 
Tides, Currents, Waves: Tides at the Moudi site are of the semi-diurnal 
type 35 minutes in advance of those at Bonny (Admiralty Tide Table, 
Volume 2) or about 1.5 hours in advance of those of Limbe (Victoria) 
(Service Hydrographique de la Marine). 

Surface currents, mainly influenced by the Guinea Currents, generally 
flow towards the S.W. and rarely exceed a speed of 1 knot. 

The predominant direction of waves is S.S.W., with a trough from 

0.6 m. to 1.2 m. from October to February, and a trough from 1.3 m. to 
1.9m. from February to September. Mean period 8 seconds to 
10 seconds. 
SAFETY: Nautical Safety Rules: Apart from export tankers using the 
loading buoy, entry into the “danger zone” is prohibited to all ships 
except ships of the Administration or those necessary for the 
development or production of the Moudi Field. 

These vessels shall be equipped with fire-fighting facilities and shall 
not be left without surveillance. 

Moreover, it is prohibited in the “danger zone” to establish 
anchorages, permanent or otherwise, and ships or floating equipment 
are prohibited from dropping their anchors. 

Safety Rules Related to Weather Conditions: Throughout the presence 

of the ship at the loading buoy, the ship's Master shall ensure that the 

Standard safety regulations are observed, and especially the following: 
ep in service a sufficient portion of the crew in order to guarantee 
trouble-free manoeuvring of the ship and operating the preliminary 
fire-fighting facilities. 

Keep the engines ready to manoeuvre within a period specified by 
the Loading Master. 

Have a steel wire safety towline, in mousing arrangement, placed 
Starboard bow and stern, in such a manner that the eye can be 
raepalag easily by an assistance vessel if the latter is present on 

e site. 
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Fire-Fighting Rules: Any person who discovers a fire at the Terminal 
shall immediately sound the alarm. 

If the fire breaks out on the ship, the latter shall transmit the distress 
signals specified in the international regulations. 

Fire-Fighting: The ship's Master shall be responsible for the use of the 
technical fire-fighting facilities, and the maintenance of the ship's stability 
and safety. 

Throughout the presence of the ship at the loading buoy, the following 
is prohibited: 

Smoking, the use of naked flames or tools liable to generate sparks 

outside areas normally authorised on a tanker. 

Repairs, handling operations or work liable to generate sparks. 

The use, in zones classified as dangerous, of equipment or tools which 

are not of a type approved for this service by a competent agency. 

Turning of the propellers, except for steam-ships. 

Leaving open hatches and doors leading on to the main deck. 

Firing shots. 

As a rule, the ships shall comply with the safety requirements specified 
in the International Safety Guide for Oil Tankers and Terminals. In 
particular, it shall: 

Position and connect 2 fire-hose nozzles in the bow and stern of the 

ship, ready for use. 

Keep the fire-fighting system under pressure. 

Position hand extinguishers of a suitable type near the manifold. 

Tepcam reserves the right to take any measures that it deems 

effective in case of danger and, in particular the postponement or 
interruption of loading operations. 
Emergency Measures: \n the case of incidents/accidents which occur 
during loading, the Loading Master and the Pilot shall be notified 
immediately in order to take the measures imposed by the incident, 
promptly and in association with the Terminal Superintendent. 

In all cases, the Master shall be capable of coping with these situations 
rapidly and effectively. 

AUTHORITY: Operator: Total Exploration Production Cameroon 
(Tepcam), BP 1225, Douala, Cameroon. Tel: 42-32-91. Telex: 5698 Kn, 
5385 Kn. FAX: 42-43-59. Contact: L.Adiang, Operations Manager. 


NOTES 
Please also advise Shipping Guides Ltd. 


301 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Canada 


GENERAL (See Plan) 


PUBLIC HARBOURS AND PUBLIC PORT FACILITIES: The Canadian 
port system is a_ diversified, multi-layered group of over 
350 commercially oriented ports. Three major port systems serve 
commercial marine transportation and the transshipment of national and 
international waterborne cargo viz. Public Harbours and Ports, Canada 
Ports Corporation and the Harbour Commissions, all of which fall under 
various forms of federal jurisdiction, through the Minister of Transport. 

Transport Canada maintains, administers and develops public port 
facilities and public harbours at approximately 300 sites across Canada 
primarily to assist commercial transportation. 

The program for the public harbours and public port facilities is 
administered by the Canadian Coast Guard’s Harbours and Ports 
Directorate, through five regional offices, and is coordinated by a 
headquarters unit in Ottawa. Local port administration varies according 
to the complexity of local operations. A small number of sites are 
supervised by full-time public servants who serve as port or area 
managers. In most cases, Transport Canada is represented locally by 
fee-of-office appointees known as Harbour Masters or Wharfingers. 

User Fees are assessed under the Public Harbours and Port Facilities 
Act, according to trade practice. Typical charges include: 

Harbour Dues: A charge assessed against a vessel according to its 
size and previous destination. 

Berthage: A charge for occupying a berth at a port. The charge is 
based on the vessel's size and its length of stay. 

Whartage: A charge for moving cargo over a public wharf. The fee is 
based on cargo type, with a rate per tonne or cubic metre. 

Storage: A charge for use of sheds or open spaces for assembling 
or distributing cargoes. The charge depends on space occupied and 
duration of use. 

Letting: A rent, usually based on the market value of the property. 

Transport Canada publishes a tariff, as a Schedule, for all charges 
except lettings, in the Government Wharves Regulations and the Public 
Harbours Regulations. If Transport Canada must undertake 
improvements for the benefit of a major user, the Department may 
supplement or replace these tariffs with negotiated contracts designed 
to improve the overall rate of cost recovery on investment. 

Vessel operators, their Owners or Agents trading with Canada, 
desiring a berth in a public harbour and/or at a public port facility or, 
interested in obtaining specific details concerning the operations at 
“public harbours and public port facilities”, are requested to contact and 
make application, as far in advance of date of docking as possible, to 
the appropriate regional management at the following address(es), 
specifying the name of the vessel, date of docking, sailing, nature and 
quantity of cargo to be handled, and of any special requirements. 
Labrador/Newfoundland: 

Regional Director, Canadian Coast Guard, Harbours and Ports, 
34 Harvey Road, St.John’s, Newfoundland, Canada A1C 6H8. Tel: (709) 
772-5154. Fax: (709) 772-5127. 

Maritimes (Nova Scotia, Prince Edward Island, New Brunswick): 

Regional Director, Canadian Coast Guard, Harbours and Ports, Royal 
Bank Building, Twin Towers, 44 Portland Street, Dartmouth, Nova 
Scotia, Canada B2Y 4K2. Tel: (902) 426-2588. Fax: (902) 426-3904. 
Laurentian (Quebec): 

Regional Director, Canadian Coast Guard, Harbours and Ports, Pratt 
Building, 104 Dalhousie Street, Quebec, Canada G1K 4B8. Tel: (418) 
648-4101. Fax: (418) 648-7980. 

Central (Ontario): 

Regional Director, Canadian Coast Guard, Harbours and Ports, 
201 Front Street North, Suite 703, Sarnia, Ontario, Canada N7T 8B1. 
Tel: (519) 383-1842. Fax: (519) 383-1996. 

Western (British Columbia): 

Regional Director, Canadian Coast Guard, Harbours and Ports, 
800 Burrard Street, 10th Floor, Vancouver, British Columbia, Canada 
V6Z 2J8. Tel: (604) 631-3800. Fax: (604) 631-3809. 

PILOTAGE REGULATIONS: Marine pilotage services in Eastern 
Canada are provided by the Atlantic, Laurentian and Great Lakes 
Pilotage Authorities, and in Western Canada by the Pacific Authority. 
These four Crown corporations may be contacted as follows: 

Atlantic Pilotage Authority: 

Purdy’s Wharf, Tower 1, 1959 Upper Water Street, Suite 1402, Halifax, 
N.S., Canada B3J 3N2. Tel: (902) 426-2553. Fax: (902) 426-4004. 
Laurentian Pilotage Authority: 

715 Victoria Square, 6th Floor, Montreal, Quebec, Canada H2Y 2H7. 
Tel: (514) 283-6320. Fax: (514) 496-2409. 

Great Lakes Pilotage Authority Ltd.: 

P.O.Box 95, Cornwall, Ontario, Canada K6H 5R9. Tel: (613) 933- 
2991. Fax: (613) 932-3793. 

Pacific Pilotage Authority: 

300 — 1199 West Hastings Street, Vancouver, B.C., Canada V6E 4G9. 
Tel: (604) 666-6771. Fax: (604) 666-1647. 

General information on pilotage services, including required 

notifications, pilot boarding stations and radio frequencies are contained 
444. Annual Edition of the Canadian Notices to Mariners (No. 23 of 
1993). 
Pilotage in British Columbia Waters: Pilot's accommodation aboard any 
ship must be clean, quiet, adequate and equivalent to a deck officer's 
cabin. On assignments where 2 Pilots are required, 2 such separate 
cabins must be supplied. Under no circumstances will Pilots accept 
ships’ hospitals accommodation. 

Two Pilots shall be assigned to a ship where: 

(a) That ship requires the services of a Pilot on bridge watch for a period 
in excess of 8 consecutive hours, or 

(b) The ship will travel more than 105 consecutive miles while under 
pilotage. 
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NOTICE: Non-Canadian Ships Compliance Certificate: |n September, 
1983, the Shipping Federation of Canada advised the following: 

We have been informed by the Canadian Coast Guard that many 
tankers are being diverted unexpectedly in mid-Atlantic to Canadian 
ports. Some of these vessels have never been involved in Canadian 
trade before and as a result do not have a Non-Canadian Ships’ 
Compliance Certificate and are therefore in breach of Canadian 
regulations. The regulations governing the issuance of the certificate 
apply to all non-Canadian oil tankers of 500 g.r.t. or more trading in 
waters South of the 60° parallel of North Latitude. The regulations hinge 
on the 1930 and 1966 Solas Conventions, the navigating appliances 
regulations, the oil pollution prevention regulations, the charts and 
publications, regulations, etc. The certificate is valid for two years and 
essentially indicates that the ship complies with other Canadian 
regulations. 

The Coast Guard has recently permitted several of these vessels to 
enter Canadian waters and has diverted the offenders to the nearest 
suitable port where ship inspectors ensure that the vessels meet 
Canadian standards prior to issuing a certificate. We have been informed 
by the Canadian Coast Guard that tankers which contravene the 
regulations will not be permitted to enter the Gulf of St. Lawrence. This 
diversion to an inspection port creates a loss of time for the shipowner 
and efforts must be made to correct the situation. 

In waters other than Canadian, an inspector of the government of the 
state in which the ship is registered and representatives of recognised 
classification societies are empowered to issue the non-Canadian ships’ 
compliance certificate on behalf of the Canadian Coast Guard. 
ARCTIC POLLUTION PREVENTION CERTIFICATE: 

Operators trading to Canada should be aware that all vessels, which 
intend to navigate in a shipping safety zone, should be in possession 
of an “Arctic Pollution Prevention Certificate”. Ships over 100 gross tons 
with less than 453 cu.m. of oil on board must carry an Ice Advisory in 
certain areas during the Winter season. 

No Arctic Pollution Prevention Certificate shall be issued to the owner 
or Master of a ship, unless the ship complies with the standards of 
Canada’s Pollution Prevention Regulations. The certificate can be 
issued re one of the following below: 

A. A (Canadian) Inspector, or 

B. A surveyor working exclusively for 

(i) American Bureau of Shipping. 
(ii) Bureau Veritas. 
(iii) | Det Norske Veritas. 
(iv) | Germanischer Lloyd. 
(v) Lloyd's Register of Shipping. 
(vi) Nippon Kaiji Kyokai. 
Register of Shipping of Russia 
Registro Italiano Navale. 
(ix) Polski Rejestr Statkow. 
(x) Registrul Naval Roman. 

Canadian shipping agents can assist vessel’s Owners/Masters in 

obtaining the certificate. 


NOTICE TO MARINERS: 
NOTICE No. 10: Transmission of Estimated Time of Arrival: 
In the interest of marine safety Masters should give an early indication 
of the vessel's ETA to the appropriate Port Authority and in this respect 
comply with any published instructions relating to this requirement. At 
ports where instructions have not been published, the ETA should be 
radioed in sufficient time for Port Authorities to make arrangements for 
the arrival of the vessel, taking into account actual conditions such as 
tide, size and draft of the vessel and notice as necessary to alert Pilots 
and towing services. 

Notice to Mariners Nos. 25 and 26 also provides information on 
reporting procedures for specific areas. 

Authority: Department of Transport (CGSN). 


NOTICE No. 6: ice Navigation, Routing and Requests for Icebreaker 
Assistance. 
1. Hudson Strait and Canadian Arctic: 
Arctic Canada Traffic System (Nordreg Canada). Mariners should 
be aware of the existence of the Arctic Canada Traffic System 
(Nordreg Canada) and the piace of reporting to this system 
which is a voluntary Vessel Traffic Service (VTS) system covering 
the waters of Ungava Bay, Hudson Bay and James Bay, South o! 
the parallel of 60° North Latitude and the waters to which the Arctic 
Waters Pollution Prevention Act applies. During the Arctic 
navigation season, a Nordreg office based at Iqaluit is staffed with 
an Ice Operations Officer who provides information on ice 
conditions and vessel routing in ice. Icebreaker assistance, when 
requested may be arranged through the Ice Operations Officer. For 
more detailed information on this VTS system, the definition o! 
waters it covers and the requirements to make certain reports and 
obtain clearance, Mariners should refer to Notice No. 26 in this 
Annual Edition of Notices to Mariners. 
For general information on ice conditions: 
Address: NORDREG CANADA, 
P.O.Box 718, 
Iqaluit, N.W.T. 
XOA OHO. 
Telephone: 819-979-5724. 
Fax: (819) 979-4236. 
Radiogram: Nordreg Canada. 


2. East Coast and Gulf of St. Lawrence: 

During the Winter navigation season a similar service is provided 
to ships intending to transit or to operate in East Coast and Gulf 
of St. Lawrence waters. Access to this service can be obtained by 
contacting the Eastern Canada Traffic System (ECAREG 
CANADA). ECAREG communications procedures are specified in 
the current Annual Edition of Notices to Mariners. 

(a) For general information on ice conditions: 

Address: Canadian Coast Guard, 
Operations Centre — Maritime, 
Ice Operations Section, 
P.O.Box 1000, 
Foot of Parker Street, 
Dartmouth, N.S. 
B2Y 3Z8. 

Telephone: (902) 426-5664 or (902) 426-5665. 

Telex: 019-22510. 

Fax: (902) 426-6444. 

Radiogram: ECAREG CANADA. 

(b) For general information on ice conditions and _icebreaker 
assistance in Newfoundland waters, East of Cape Chidley and 
Long. 58° 00’ W., including Labrador Coast and Hamilton Inlet: 
Address: ECAREG CANADA 

VTS Centre, St.John's, 
P.O.Box 1300, 
St. John’s, Newfoundland, 
AIC 6H8. 
Telephone: (709) 772-2078 or 772-4580. 
Telex: 016-4530. 
Fax: (709) 772-5369. 
Radiogram: ECAREG CANADA. 
3. St. Lawrence River: 
In the St. Lawrence River West of Long. 66° 00’ W. to Montreal, 
ship movement is under the general control of the Vessel Traffic 
Services (VTS) system. During the Winter navigation season, the 
ice operations centre will provide via “Escoumins Traffic”, “Quebec 
Traffic’, or “Montreal Traffic’, the recommended ice routes to be 
used. Information regarding ice conditions and icebreaker 
assistance may also be requested from the traffic centres. 
For general information on ice conditions: 
Address: Canadian Coast Guard Fleet Systems, 
Operations Centre — Quebec, 
2nd Floor, 
104 Dalhousie Street, 
Quebec (Quebec), 
G1K 4B8. 
Telephone: (418) 648-2442 or 648-2214. 
Fax: (418) 648-7305. 
Radiogram: Escoumins Traffic 
Quebec Traffic 
Montreal Traffic. 
4. Canadian Great Lakes: 
Vessels entering Canadian waters of the Great Lakes may obtain 
ice information, routing advice and request icebreaker assistance 
by contacting the following address: 
Ice Toronto, 
Canadian Coast Guard, 
Transport Canada, 
20th Foor, Toronto Star Building, 
1 Yonge Street, 
Toronto, Ontario, 
MSE 1E5. 
Telephone: (416) 973-3918. 
Telex: 06-23317 
Fax: (416) 973-1516. 
Radiogram: Ice Toronto. 

5. General Remarks: 

A limited number of icebreakers are available for the support of 
shipping and these are heavily committed. It is emphasised, 
therefore, that it may not be possible to provide icebreaker support 
at short notice. In order to make the most efficient use of all 
available resources, it is important that the VTS Centres be kept 
informed of the position and projected movements of vessels in 
Canadian waters. 

Authority: Canadian Coast Guard (AMND) (AMFO). 


NOTICE No. 25: Vessel Traffic Services (VTS). 
See “Plan Section”. 


REPORT: February 1985. 

Herewith is an outline of requirements for chemical tankers which are 
Scheduled to call Vancouver/British Columbia ports. 

1. Vessel must have on board a valid non-Canadian Ship's 
Compliance Certificate (or obtain it on arrival). 

2. Certificate of Fitness and date. 

3. Provide Agents with 7, 4, 2 and 1 day's notice prior to arrival. 

4. Advise Agents of the last 2 cargoes. 

5. Advise of any cargo in transit (quantity and type). 

6. Vessel is required, in Vancouver, to have a clear passage while 
fae, the First and Second Narrows Bridge — with a minimum of 1 
mile visibility. Vancouver Traffic Centre will advise vessel accordingly 
Upon arrival. 

7. Canadian Coast Guard will attend on board upon arrival for safety 
'Nspection. 

In the case that a vessel arrives in Vancouver with ammonia on board, 
the vessel is permitted to load propane as a second cargo, providing 
they are fully segregated. 


CANADA 


AMHERSTBURG, Ontario: 42.06 N. 83.08 W. 
(See Plan) 


PORT LIMITS: Southerly Port Limits commence at Buoys 43D and 44D 
and extend on the Canadian side of the International Boundary Line, 
Northerly to the Southerly limits of Windsor Harbour. 

DOCUMENTS: Vessels may clear Customs at Amherstburg upon 
request. No Customs Officer available at Amherstburg. Request to clear 
must be made through Windsor Customs Office. 


Pleasure craft 24 hour reporting Tel. 256-7811. 
Customs Office bridge (commercial) Tel. 254-0893. 
Customs Office bridge (auto) Tel. 253-7271. 
Customs Office tunnel (auto) Tel. 254-3575. 


PILOTAGE: Pilotage is compulsory as required by Seaway Regulations. 
ANCHORAGES: Windsor Harbour is the only recognized anchorage in 
Detroit River. 

RESTRICTIONS: Seaway draft is maintained in main channel and 
shallow draft channel of 21 ft. Water levels are affected by fluctuation 
of Lake Erie. A Low Water Warning is broadcast from Belle Isle on 
2670 kHz and 156.6 MHz on the odd hour plus 55 minutes when the 
water level in the West end of Lake Erie falls 1 in. or more below the 
lower level of the Lake Survey Centre's predicted range of levels shown 
in bulletins issued the 5th and 20th of each month during navigation 
season. Water levels are broadcast on FM radio from Group Detroit. 
MAX. SIZE: About 432 ft. long and 21 ft. draft is maximum for Allied 
Chemical Dock. 

HEALTH: Pratique is not necessary as vessel has passed all health 
requirements before entering Canada. 

RADIO: Messages may be sent and received via VBE Sarnia Radio. 
VHF: None available for port movement, except as established between 
vessels in Harbour. 

TUGS: Available, but not usually used. 

BERTHING: There is no public wharf. 

Canadian Coast Guard (C.C.G. Docks available on request for 
distress or emergency only. Contact by radio or telephone) has two 
docks: South — 250 ft. in length with approach depth 17 ft.; North — 
291 ft., with approach depth 17 ft. The old Town Coal Dock is converted 
into a public park. 

Allied Chemical is a private dock (length 300 ft.)which consists of 
3 cement filled caissons protected with steel sheet piling. Import fuel oil 
and export liquid calcium. Vessels of over 400 ft. length call here 
i phe draft approach alongside 21 ft. 

CRANES: Shore cranes are available for hire from Windsor, also floating 
barges with cranes, 100 ton capacity and 200 ft. boom if required. 
BULK CARGO FACILITIES: Conditions of various wharves does not 
warrant any usage for bulk cargoes. 

BRIDGES: No bridges within Amherstburg Harbour area. 
STEVEDORES: Stevedoring is arranged through Agents in Windsor. 
MEDICAL: Should medical attention be required it can be arranged 
through radio station VBE Sarnia by message to Canadian Coast Guard 
Base Amherstburg. Hospitals are available in Windsor with Ambulance 
service. Injured seaman can be taken off if necessary by Canadian Coast 
Guard in vicinity of Amherstburg, when notified via VBE Radio Sarnia. 
TANKERS: Use private wharf of Allied Chemical Limited. 

DENSITY: Fresh water only. 

FRESH WATER: Fresh water could be supplied in an emergency by 
tank truck or contacting Public Utilities Commission. 

FUEL: Not available on docks, except by truck. 

FIRE PRECAUTIONS: Usual ship board fire precautions on board. 
CONSULS: None. 

REPAIRS: Small ship repairs can be carried out by local firms from 
Windsor. 

DRY DOCK: None. 

SURVEYORS: None stationed in port, but arrangements can be made 
to have an inspector when required. 

GANGWAY/DECK WATCHMEN: No regulations requiring watchman. 
CUSTOMS ALLOWANCES: Same as all Canadian Customs 
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CARGO GEAR: Ship's gear, unless pallets are used. 
REPATRIATION: Arrangements for crew change can be made. 
TIME: Local time is GMT plus 5 hours and Summer time plus 4 hours. 
HOLIDAYS: All Canadian Holidays, working time requires negotiating 
with local unions. 

POLICE/AMBULANCE/FIRE: Police — 969-6650, Ambulance — 736- 
5411, Fire — 969-6650. 

TELEPHONES: No telephone jacks available on any dock. 
SERVICES: Laundry can be done, but takes considerable time. 
Foodstuffs are available, including fresh produce. 

SHORE LEAVE: No restrictions. 

IDENTIFICATION CARDS: Seaman's |.D. card is sufficient. 
REGULATIONS: No unusual regulations. 

DELAYS: Private owner's dock is only dock being used for cargo. 
AUTHORITY: Canadian Coast Guard, 370 Dalhousie Street, 
Amherstburg, Ontario N9V 1X3, Canada. Tel: 519-736-5449. 
Contact: L. Bill, Sub-District Manager. 


AMHERST HARBOUR, Quebec: 47.14 N. 61.50 W. 


LOCATION: Situated at the N.E. end of Amherst Is., which is part of 
the Magdalen Islands group. 

DOCUMENTS: Amherst is not a port of entry, clearance obtained at 
previous Canadian port of call. 

PILOTAGE: Not compulsory. 

ANCHORAGES: Available inside the harbour, depths 4.88 m. to 5.5 m. 
RESTRICTIONS: Navigation season from April 1st to December 15th. 
Channel depth 16 ft. at LWST. 

RADIO: Grindstone (VCN). 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


TUGS: None. 

BERTHING: Transport Canada Wharf: Length 183 m., depth alongside 
5.18 m. at LW. 

STEVEDORES: Available. 

FRESH WATER: Available. 

FUEL: Diesel available. 

REPAIRS/DRY DOCK: Not available. 

AIRPORT: Flights to Charlottetown and Quebec Province. 
AUTHORITY: Transport Canada, Garde Cotiere Canadienne, Region 
des Laurentides, 104 Dalhousie, Suite 121, Quebec, P.Q., GiK 4B8. 
Tel: (418) 648-3680. Telex: 051-3051. Contact: Felix A. Boudreau, 
Harbour Master, Amherst. 


ARGENTIA, Newfoundland: 47.18 N. 53.59 W. 
(See Plan) 


LOCATION: Argentia Harbour is located on the East side of Placentia 
Bay. The harbour is entered between Low Room Point and Broad Cove 
Point and extends 3 km. in length S.W. to the head of Sandy Cove. The 
navigational season is year round. 

PILOTAGE: Not compulsory, but if needed, Pilots board off Argentia in 
position Lat. 47° 20’ N., Long. 54° 06.3’ W. ETA to be sent 12 hours 
prior to arrival to St.John’s Pllotage, with confirmation 3 hours prior to 
arrival. 

ANCHORAGE: Available 1.6km. from wharf. Caution should be 
exercised when using anchors in Argentia due to abandoned submarine 
cables. 

RADIO: Placentia Traffic on VHF Channels 16 and 12. 

TUGS: Not normally necessary, but 3 tugs from nearby Come-By- 
Chance can be arranged. 


BERTHING: 
Berth Length Width Depth 
(m.) (m.) (m.) 
1 305 12.0 7.1 
2 119 18.8 6.1 
3 48.4 18.8 7.9 
4 75 17.0 6.7 Ro-Ro 


Private Wharves: U.S. Navy Dock, minimum depth alongside of 8.6 m. 
Permission to secure alongside must be obtained from Commanding 
Officer at Argentia. 

Marine Atlantic Ferry Wharf is situated North of the Navy Dock. 
Storage: Argentia Freezers & Terminals Ltd. operate 2 cold storage 
warehouses with total capacity of 2.04 million kg., used for the 
consolidation of processed frozen fish products. 

CRANES: Heavy lift crane pad on wharf built for 200 ton mobile crane 
at minimum radius. 

MEDICAL: Cottage Hospital at Placentia, 6.5 km. U.S.Navy Hospital for 
emergencies only. 

FRESH WATER: Available. 

FUEL: Diesel oil available by tanker truck. 

REPAIRS: Minor repairs possible. 

AIRPORT: 120 km. 

GENERAL: Chart: Canadian Chart No. 4841. 

Officials: Harbour Master/Wharfinger and Customs available. 
Services: Supplies available. 

AUTHORITY: Harbours and Ports Directorate, Canadian Coast Guard, 
P.O.Box 1300, St.John’s, Newfoundland A1C 6H8, Canada. Tel: (709) 
772-5154. FAX:(709) 772-5127. Contact: D.A.Lester, Regional 
Manager. 

Don Griffin, Harbour Master, P.O.Box 12, Freshwater, Placentia Bay, 
Newfoundland, Canada AOB 1WO. Tel: (709) 227-7390. 


BADDECK, N.S.: 46.06 N. 60.44 W. 


DOCUMENTS: 

4 Crew Lists. 

Customs Documents. 

Harbour Dues Receipt. 

Stores List. 

Derat Certificate. 

Safety Regulations. 

Clearance from Last Port. 

PILOTAGE: Compulsory. Pilot station at Table Head, see Canadian 
chart 4367. 

ANCHORAGE: Good anchorage in lake. Depths 50 ft. to 500 ft. 
RESTRICTIONS: Can be restricted by heavy fog, tide, ice. 

Great Bras d’Or: (Entrance to lakes restricted at Seal Island Bridge to 
vessels less than 119 ft. high). 

Entrance into the Bras d'Or Lakes via the Great Bras d'Or is from the 
Northward, through a 10 mile long fiord which varies in width from 0.5 to 
1 mile wide and flanked by high rolling hills. 

MAX. SIZE: Largest vessel to dock 497 ft. long, 66.7 ft. wide. Draft 28 ft. 
HEALTH: Pratique obtained at Sydney, N.S. 

RADIO: Sydney Radio 

TUGS: None. 

BERTHING: The dock is 330 ft. in length, with an approach way of 80 ft. 
length, making an “L” shape. Depth alongside at LW is 15 ft. at the inner 
end and 25 ft. at the outer end. 

MEDICAL: No advance notice required. Hospital available. 

DENSITY: In sea 35/1000. In lake 25/1000. 

FRESH WATER: Supplied at 20 t.p.h. 
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(See Plan) 


FUEL: Diesel oil available by truck. 

CONSULS: None. 

REPAIRS: Minor repairs only. 

SURVEYORS: Lloyds, ABS and BV available from Halifax. 

HATCHES: Normally opened and closed by crew. 

CERTIFICATES: Registry, Derat and Safety Certificates. 

CUSTOMS ALLOWANCES: Tobacco, 100 cigarettes per week or 

0.5 Ib. tobacco. Wine/spirit: None. 

AIRPORT: 55 miles. Served by regular airlines. 

TIME: GMT minus 4 hours. Advance 1 hour in Summer. 

HOLIDAYS: Sundays and Statutory holidays; New Year's Day; Good 

Friday; Easter Monday; Victoria Day; Canada Day; Labour Day; 

Thanksgiving Day; Remembrance Day; Christmas Day. 

POLICE/AMBULANCE/FIRE: 295 2350, 292 2032, 295 2110. 

TELEPHONES: None available for placing on board. 

AUTHORITY: Transport Canada, P.O.Box 1013, Dartmouth N.S., 

B2Y 4K2. Tel: 426-6508. Telex: 019-22757. Contact: William Beck. 
Local Authority: Transport Canada, Baddeck, Nova Scotia.Tel: 295- 

2502. Contact: Mr. MacRae, Harbour Master/Wharfinger. 


BAIE COMEAU, Quebec: 49.14 N. 68.08 W. 


PORT LIMITS: Starting from a point on the Southern limit of Baie 
Comeau at Pointe St. Gilles Lat. 49° 12’ 10” N., Long. 68° 08’ 41” W. 
Thence, North-Eastward to Pointe St. Pancrace, Lat. 49° 15’ 14” N,, 
Long. 68° 04’ 43” W. 

All waters inside of these points are understood to be part of Baie 

Comeau Harbour. 
DOCUMENTS: Baie Comeau is a Port of Entry. Customs and 
Immigration facilities are located in the Town of Baie Comeau. Ali 
vessels arriving from Foreign Ports will be boarded by Customs and 
Immigration Officers. 

The following forms are to be completed prior to arrival at the first 
Canadian Port: 

3 copies Immigration Crew List, IMM-200 

3 copies Crew Declaration, Y-14 

3 copies Ship's Stores, E-1 

3 copies Passenger List, IMM-264 

2 copies Quarantine Service, *Q-S-1 

*To be supplied by Quarantine Officer on arrival. 

ETA: Advise Agent 72, 24 and 4 hours before arrival. Include fuel and 
stores requirements. 

PILOTAGE: Not compulsory for public wharves, but recommended. The 
services of a qualified Docking Master are available through the facilities 
of Cargill Grain Company. Docking instructions will be given by radio 
after receiving vessel's ETA. 

Normally the Docking Master boards from tug approximately 0.5 mile 

S.W. of Pointe St. Pancrace. 
ICE ADVISORY SERVICE: Ships inbound for Baie Comeau from 
seaward between December 15th and April 15th should advise the Ice 
Information Officer, Sydney, N.S., 36 hours prior to entering Cabot Strait 
stating their position, destination, whether loaded or in ballast. This 
procedure will facilitate the passing of ice information to the ship as 
necessary. 

On request, ice information is also available from Marine Radio 
Stations at Halifax, Camperdown, Seven Islands, Twillingate and 
Grindstone. The Canadian Broadcasting Corporation Maritime network 
also broadcasts ice information daily during the Winter navigation 
season. Supplementary ice information may also be obtained from 
Canadian Marine Service icebreakers. 

During the ice season, radio broadcasts of ice information are made 
twice daily from Marine Radio Stations as follows: 

Call Frequencies 


Cape Race, Nfid. VCE 420 kHz CW 
2582 kHz RT 
Fox River, Que. VCG 434 kHz CW 
2582 kHz RT 
Mont-Joli, Que. VCF 446 kHz CW 
2582 kHz RT 
North Sydney, N.S. VCO 489 kHz CW 
2582 kHz AT 
Halifax CFH 115.3 kHz CW 
6949.5 kHz 
8662 
12984 
17218.4 


RESTRICTIONS: Port open for shipping all year round, but occasionally 
assistance of ice-breakers may be required. Deep water approaches 
without restrictions for any vessel able to berth alongside. 
MAX. SIZE: Up to 40 ft. draft at Cargill at LW. Size limited only by berth 
depth. 
RADIO: Mont-Joli Radio (VCF) 2582 kHz (VHF, CRM Co. Ltd., Whar 
Office, base to ships on marine frequencies) (Channel 7A — 156.350 
MHz and Channel 16 — 156.800 MHz, call XJS94). 
HEALTH: Incoming vessels making Baie Comeau port of entry must 
obtain Pratique by radio. Radio Pratique may be obtained between 
0900 hrs. and 1700 hrs. the day preceding arrival. Address message 
“Quarantine Quebec”. 

For the purpose of Radio Pratique, vessels are required to give the 
following information: 
. Name and nationality of vessel. 
. Ports called at during voyage. 
. Nature of cargo. 
. Number of crew. 
. Number of passengers. 
. Port of destination and name of Agent. 
. Number of persons without valid certificates. 
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8. Condition of health of all on board with details of any sickness or 

death which has occurred during the voyage. 

Ships arriving in English Bay in Quarantine will be inspected by Health 
Officer at anchorage or on arrival alongside. Should Officer board vessel 
at anchorage, proper accommodation ladder must be provided. 

TUGS: Available. Not compulsory, except for Cargill Grain Terminal and 
Canadian Reynolds Metal. 


BERTHING: 
Whart No. Length Depth Remarks 
(m.) (m.) 
Public Wharf 1 155 9.0 
2 155 9.0 
3 135 8.0 
4 220 8.5 
Private Wharf 180 wesil Cie.de Papier Quebec et 
Ontario 
1 164 10.1 Canadian 
2 179 10.1 | Reynolds 
3 168 10.1 Metals 
1 178 12.2 
2 178 11.6 Cargill 
3 212 8.4 


In 1990, 7,100,000 tons of merchandise were handled which consisted 
mainly of grain, aluminium, coke, paper and petroleum products. 

The public wharf extends N.E., then to the North, which forms a basin 
protecting the 4 berths inside the public harbour, the wharf of the paper 
company and the 2 ferry berths. 

The section of the public wharf that extends North for 445m. 
(1,460 ft.), protects the Berths No. 1, 2 and 3 (berths numbered from 
the North end). Berth No. 4 is situated at the section extending in a 
North-Easterly direction. A floating mobile and adjustable Ro-Ro ramp 
is situated near the inner end of the public wharf. It is a 400 ton capacity 
ramp, approximately 33 m. (110 ft.) long and 9.0 m. (30 ft.) wide. 

The private wharf at the Compagnie de Papier Quebec et Ontario 
Limitee is situated North of the inner end of the public wharf. The ferry 
ramp is located on the North side of the private wharf. The rail ferry 
terminal is situated close North of the same wharf. 

The Societe Canadienne de Metaux Reynolds Limitee operates 
3 berths from a basin that is located in Anse du Moulin, 0.8 miles North 
of the public wharf. Berth No. 1 extends in a N.E. direction alongside 
the approach jetty. It is equipped with 2 pneumatic unloaders for alumina 
and coke. A conveyor carries the raw materials towards the 3 tanks that 
are located S.W. of the wharf; 2 tanks with a capacity of 40,000 tons 
(alumina) and the other with a capacity of 5,000 tons (coke). 
Connections for the handling of petroleum products are located about 
64 m. (210 ft.) from the outer end of Berth No. 1. Berth No. 2 is the 
extension of the Berth No. 1. There is a storage shed and a dock office. 
Berth No. 3, situated North of Berth No. 2, is used for loading only. 
3 sheds for cargo are located at the berth. Fresh water is available at 
these 3 berths. 

The grain terminal of the Compagnie Cargill Limitee, situated close 
North of Anse du Moulin, consists of 2 piers, a grain elevator with a 
capacity of 441,784 tons (wheat), and several silos. The S.E. Pier, 
212 m. (696 ft.) long, is a breakwater-wharf which protects Berth No. 3. 
The N.W. side of the pier is used by vessels discharging grain. The 
N.W. Pier is 178 m. (584 ft.) long, and ships can berth on both sides for 
loading. Berth No. 1 is located on the North side, while Berth No. 2 is 
on the South side. The piers are equipped with pipelines for fuel and 
fresh water. 
CRANES: 100 ton stiff leg derrick at Canadian Reynolds Metal Co. Ltd., 
5 ton level luffing crane at No. 2 Dock. 

Mobile cranes available through local contractor. 
CARGO HANDLING FACILITIES: 

Canadian Reynolds Metal: 2 Pneumatic unloaders for Alumina and 
Coke, rate 140 t.p.h. each. at No. 3 Berth. 

Cargill Grain Terminal: North Pier: 2 vessels can be loaded 
simultaneously at a combined average rate of 1,200 t.p.h. (long tons). 
South Pier: Discharging rate 1,100 t.p.h. (short tons). 

STEVEDORES: Each terminal employs own stevedores. 

Working Hours: Monday to Friday, 0800 hrs. — 1700 hrs. Sunday and 
holiday work possible with advance notice. 

MEDICAL: All facilities available. Local Hospital in Baie Comeau and 

Hotei-Dieu, Hauterive, 5 miles. 

DENSITY: 1000 — 1025. 

FRESH WATER: Delivered by pipeline to the berths (April — October). 

FUEL: Available by pipeline to Cargill Grain Terminal. Diesel oil and 

gasoline delivered by truck (Imperial, Gulf, Texaco and Shell). 

CONSULS: At Montreal and Quebec. 

REPAIRS: Minor repairs may be effected through local contractors. 

DRY DOCKS: Nearest dry dock located at Les Mechins (48 miles from 

Baie Comeau). 

CUSTOMS ALLOWANCES: 200 cigarettes for each man. Officers may 

be allowed 1 bottle wine/spirits, Master up to 5 bottles. 

jong Daily service to Quebec and Montreal from Baie Comeau 
irport. 

TIME: GMT minus 5 hours. Daylight Saving Time: GMT minus 4 hours, 

one from first Saturday of April until last Saturday of October each 
ar. 

HOLIDAYS: New Year's Day, Good Friday, Easter Monday, 
Queen's Day (4th Monday of May), June 24th, Dominion Day (July 1st), 
Labour Day (1st Monday of September), Thanksgiving (2nd Monday of 
October), Remembrance Day (November 11th) and Christmas 
(December 25th and 26th). 
SHORE LEAVE: Crew members allowed ashore. No restrictions. 
IDENTIFICATION CARDS: Gate passes are issued at the gate to all 
ie members when going ashore for the purpose of identity on their 

mn. 

GENERAL: Charts: Canadian Charts No. 1220 and 1245. 

Ferry Service: Baie Comeau to Matane. 
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AUTHORITY: Transport Canada, Harbours and Ports Division, 
Canadian Coast Guard, 104 Dalhousie Street, Quebec G1K 4B8. 
Tel: (418) 648-3680. FAX: (418) 648-7980. 

Y. Leblanc, Harbour Master — Baie Comeau. Tel: (418) 296-4296, 
296-6694. 


BAY ROBERTS, Newfoundland: 47.36 N. 53.26 W. 
(See Plan) 


DOCUMENTS: Documents as per Standard Canadian Requirements. 
PILOTAGE: Non-compulsory. Can be arranged by Coast Guard Traffic 
Management Centre, St. John’s. Tel: (709) 772-2083. 
ANCHORAGES: Good anchorage in outer area of Bay Roberts Harbour 
in depths of 5 to 6 fathoms. 

RADIO: Ship to Shore through St. John's (VON). 

BERTHING: Deep water approach, channel depth approximately 60 ft. 
Navigable year round. 

Wharves: (1) Fisheries and Ocean's Wharf — Finger pier 181 ft. long 
(55 m.) and 40 ft. (12 m.) across the outer face. Depths alongside 20 ft. 
— 21ft. LWOST. Concrete deck. Load limits 300 p.s.f., 15 tons 
concentrated load. 

(2) Fish Plant Wharves — Two finger piers; East Wharf 160 ft. long 
and 26 ft. across the outer face (49 m.x8 m.), and West Wharf 197 ft. 
long and 26 ft. across the outer face (60 m.x8 m.). Depths alongside 
East Wharf 11 ft. to 13 ft. (3.4 m. to 4m.) and West Wharf 13 ft. (4 m.) 
LWOST. Load limits unknown. 

(3) Spencers Wholesale Wharf — Marginal wharf 263 ft. along the outer 
face (80 m.) with depths alongside 11 ft. to 14 ft. (3.4m. to 4.3m.) 
LWOST. Load limits unknown. 

(4) Avalon Coal Salt and Oil Wharf — Marginal wharf 149 ft. long at 
the outer face (45 m.) with depths alongside 15 ft. to 19 ft. (4.6 m. to 
5.8 m.) LWOST. Load limits unknown. 

There are several smaller wharves and piers present. 

CRANES: Small mobile cranes only. 

STEVEDORES: Local labour; should be arranged by Agent. 
MEDICAL: Local clinic. Full hospital facilities at Carbonear, 15 km. 
distant. 

TANKERS: See “Berthing”’. 

FRESH WATER: Available at Fish Plant Wharf. 

FUEL: Available at Fish Plant Wharf. 

REPAIRS: Limited welding can be arranged locally, nearest major repair 
shops at St. John's, 90 km. distant. 


SURVEYORS: Lloyd's Register, P.O.Box 5044, St. John’s, 
Newfoundland A1C 5V3. Tel: (709) 726-0543, (709) 368-2538 
(residence). 


GANGWAY/DECK WATCHMEN: Usually ship's crew. Ship's gangway 
used. 

REPATRIATION: Can be arranged by Agent via St. John’s Airport. 
AIRPORT: At St. John’s, 90 km. distant. 
POLICE/AMBULANCE/FIRE: R.C.M.P. Detachment at Harbour Grace, 
local fire station, ambulance service available. 

EMERGENCY CO-ORDINATION CENTRE: Coast Guard, Search & 
Rescue, St. John’s, Newfoundland. Tel: (709) 772-5151. 

BANKING: Services available. 

SHORE LEAVE: No restrictions. 

GARBAGE DISPOSAL: No facilities. 

WASTE OIL DISPOSAL: No facilities. 

SEAMAN’S CLUBS: None. 

CURRENCY: Canadian Dollar. 

GENERAL: Bay Roberts is covered by Chart No. 4572. 

AUTHORITY: Transport Canada, Harbours and Ports Directorate, 
P.O.Box 1300, St. John’s, Newfoundland, A1C 6HB8. Tel: (709) 7725154. 
Telex: 016-3369. FAX: (709) 7722193. Contact: D. A. Lester, Regional 
Manager. 


BECANCOUR, Quebec: 46.24 N. 72.23 W. (See Plan) 


PORT LIMITS: Normally vessel has “arrived” when first line on the 
bollard (subject to Charter-party terms). 

DOCUMENTS: Crew Lists, Customs, Health, Manifests, Bills of Lading, 
Ship’s Papers, Certificates, etc. 

Customs, Health, Agents, Port Manager will board ship on arrival. 
PILOTAGE: First Pilot boards at Les Escoumins Pilot Station. 
Exchanging Pilots off Quebec Pilot Station, on to berth in Becancour. 
ANCHORAGES: Off berth or off main channel or, 5 miles (8 km.) West 
of harbour or 8 miles (14 km.) to the East off Batiscan, Que. 
RESTRICTIONS: None. 

Winter Navigation: From December 10th to April following, every year 
or as soon as the floating aids to navigation have been lifted a second 
Pilot is compulsory from Les Escoumins to Montreal. 

Daylight navigation only between Quebec and Montreal. 

Normal navigation resumes as soon as the aids are floated, normally 
between 15th March and 15th April. 

MAX. SIZE: No restriction as to length, although 800 ft. (244 m.) is 
considered a respectable length. Chart datum depth 35 ft. (10.7 m.), 
average water level change 3 ft. (1 m.). 

HEALTH: Pratique may be requested through any Canadian Coast 
Guard Radio Station or VHF traffic control stations. 
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TUGS: Not compulsory. Stationed in Trois-Rivieres and Quebec. 
Master's request. 


BERTHING: 
Berth Length Depth (C.D.) Remarks 
No. (m.) (m.) 
B-1 244 10.67 Outside by main channel. 
B-2 150 10.67 Inside basin/Ro-Ro ramp 
(22 m.). 
B-3 219 10.67 _ Inside basin 
B-4 225 10.67 _ Inside basin 
B-5 292 10.67 Smelter plant berth 


2 suction systems — 
1,000 tonnes per hour. 
Average water level 3ft. (1m.) above chart datum height. No 
reversing tide effects. Warehousing facilities, as required paved, lighted, 
open spaces 35 acres (14 hectares). Total stocking area 150 acres 
(61 hectares). 
CRANES: Up to 200 tons capacity, rental or ship's gear. 
STEVEDORES: Quebec Ports Terminals Inc. (exclusive to Becancour). 
Normal working hours 0800 — 1700hrs. Overtime for night work, 
weekends and holidays can be arranged. Tel. 1-819-294-9911. 
BULK HANDLING FACILITIES: Self unloading vessels discharging at 
a rate of 2,000 t.p.h. 
A.B.1. smelter plant — bulk equipment: 2 vacuum ship unloaders (rate 
1,000 tonnes p.h.) to discharge alumina and petroleum coke. 
Total stockpiling area: 150 acres (61 hectares). 
gas eid CARGO HANDLING FACILITIES: Ro/Ro ramp 70 ft. 
(21 m.) wide. 
MEDICAL: Nicolet, Trois-Rivieres, emergency ambulance standing-by. 
TANKERS: Special tankers are loading chemical products from trucks 


ieart 

DENSITY: 1000. 

FRESH WATER: From dock pipelines and hoses. Agent places order 

to Port Authority (Can $1.28 per metric ton). 

FUEL: Only by truck. Trois-Rivieres depot (35 tons truck). Rate: 20 to 

30 t.p.h. 

CONSULS: At Montreal and Quebec. 

REPAIRS: Piping and welding repairs, other limited ships repairs. 

DRY DOCKS: Quebec and Sorel. 

SURVEYORS: ABS, Lloyd's, N.V., S.G.S. and private firms. 

GANGWAY/DECK WATCHMEN: Recommended. 

HATCHES: Opening and closing carried out by crew members. 

CARGO GEAR: Ship's gear or shore gear. Heavy lift crane 200/400 

tons (mobile). 

REPATRIATION: Can be arranged without restrictions through Montreal 

International Airport by ship’s Agent and Canadian Authorities. 

AIRPORT: Inter-provincial airport in Trois-Rivieres. International airports 

in Montreal and Quebec (1.5 hours). Regular arrival to and from many 

parts of the world. 

TIME: From first Sunday in April (every year) advance 1 hour to E.D.S.T. 
From last Sunday of October (every year) minus 1 hour from E.S.T. 

HOLIDAYS: Same as Quebec Province. 

POLICE/FIRE/AMBULANCE: Gentilly, (area code: 819) 298-2211. 

Becancour (area code: 819) 298-2223 

SERVICES: Commercial firms tank cleaning equipment facilities. 

Electronic aids to navigation repairs. 

SHORE LEAVE: Allowed with permission of Master. 

IDENTIFICATION CARD: Seaman's Book is sufficient. 

REGULATIONS: Copy of the operational regulations will be handed to 

Master on ship's arrival by Port Authority. 

DELAYS: Delays not experienced to date. 

GENERAL: The port facilities are administered and operated by “La 

Societe du Parc Industriel et Portuaire de Becancour” a provincial 

Government Corporation under the Minister of Industry, Commerce 


iuebec. 
DEVELOPMENTS: The marine facilities of Becancour are part of an 
industrial park located within the Municipality of Becancour, Quebec. 
The port facilities are meeting the requirements of major industrial 
developments. 
AUTHORITY: “La Societe du Parc Industriel et Portuaire de Becancour’, 
1000, Boul. Arthur-Sicard, Parc Industriel Portuaire, Becancour, 
Quebec, Canada GOX 1Bo. Tel: (819) 294-6656. FAX: (819) 294-9020. 
Contact: Captain Jean-Guy Chouinard, Director of Port Operations. 


BELLEDUNE, N.B.: 47.55 N. 65.51 W. 


A deep water harbour administered from Ottawa, Ontario and serving 
Belledune Fertilizers and other projects in the Bathurst area. This 
harbour is open to shipping all the year round. 
DOCUMENTS: See “Saint John”. 
PILOTAGE: Pilotage is not compulsory, however, should a Pilot be 
required, the services of a local Berthing Master Mariner are available 
on request. 

Regardless of pilotage, estimated times of arrival should be given to 
Belledune Fertilizers Ltd. 72, 48 and 24 hrs. before. 
ANCHORAGE: Vessels wishing to anchor will find no difficulty in 
obtaining an anchorage in more than 10 fathoms, approximately 1 mile 
to the Northward of the Belledune Breakwater. 
TUGS: None available. May be obtained from Halifax. 
BERTHING: One berth, length 550 ft., depth at LW, 34 ft. 
TIDES: Tides normally rise 6 ft. at springs and 3 ft. at neaps. Tidal 
current seldom exceeds 1 knot. 
STEVEDORES: Bulk cargoes handled by Belledune Fertiliser Ltd., and 
general cargo by Longshoremen. 
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CRANES: Heavy-lift equipment available from private companies. 
Cranes up to 25 tons available. 
MEDICAL: Hospital at Bathurst. 
FRESH WATER: Available. Delivered by tank trucks upon arrangement 
with Belledune Fertilizer Ltd. 
FUEL: None locally. Can be obtained and delivered by tank trucks. 
CONSULS: None. 
REPAIRS: Minor repair facilities at Belledune Fertilizer Ltd. machine 
shop. 
STORES: All types of provisions as well as deck and engine stores can 
be obtained at Bathurst for delivery to Belledune. 
DEVELOPMENTS: A new wharf with length 305 m. under construction 
and expected to come on stream in 1993. It will handle vessels of 
60,000 d.w.t., and after further dredging to 15.6 m., berth will handle 
100,000 d.w.t. 
AUTHORITY: Canada Ports Corporation, 99 Metcalfe Street, 8th Floor, 
Ottawa, Ontario K1A ON6. Tel: (613) 957-6709. FAX: (613) 995-3501 
Contact: T.A. Lauzon, Senior Port Manager. 

Local Representative: Belledune Fertilizer Ltd. Te/: (506) 522-5250. 
Contact: R. Boudreau. 


BOTWOOD, Newfoundland: 49.09 N. 55.20 W. 


(See Plan) 

DOCUMENTS: 

2 Crew Lists. 

2 Passenger Lists. 

3 Crews Declaration (Can. Form Y14). 

3 Stores Lists (Can. Form E.1). 

Health Declaration (Can. Form QS. 2001). 

3 Cargo Manifests. 

3 Bills of Lading. 
PILOTAGE: Compulsory. Pilot boards in position Lat. 49° 19’ 44” N., 
Long. 55° 12’ 49” W. day or night. Send ETA 12 hours and 4 hours in 
advance. Pilot station and boat equipped with VHF. Coastal pilotage 
service from St. John's to Botwood available on request. 
ANCHORAGE: In Botwood Harbour, off the oil dock in depths of 10 - 
20 fathoms. 
RESTRICTIONS: Navigation season from mid-April to mid-January 
approximately. Ice-breaker assistance may be necessary in Winter 
months. Deep water approaches. 
MAX. SIZE: Up to 32 ft. draft. 
RADIO: Comfort Cove, St. John's, St. Lawrence or Corner Brook. 
HEALTH: Health Officer boards on arrival. 
TUGS: None available. 
BERTHING: Pier No. 1: Owned by Price (Nfld.) Pulp & Paper Ltd., used 
exclusively for handling newsprint outward and caustic soda inward. |s 
500 ft. long; min. depth alongside 32 ft., is adjacent to newsprint storage 
shed, capacity 20,000 tons (standard newsprint). 
Pier No. 2: Berth unfit for use. 
Pier No. 3: 600 ft., owned by Private Interests, used for shipping 
concentrates, and discharging Bunker “C’ fuel and sulphur inward. 
Min. depth alongside 32 ft. Concentrates loaded by 1 fixed conveyor. 
Ministry of Transport Finger Pier: Length 150 ft., min. depth alongside 
35 ft. Face is 23 ft. — 25 ft. ls connected by pipe-line to bulk fuel storage 
tanks, owned by Golden Eagle Refining Co. Ltd., and is used primarily 
for discharging of clean fuels. 
Ministry of Transport General Cargo Wharf and Shed: Wharf 269 ft 
long, 103 ft. in breadth, cargo shed 20070 ft., 20 ft. clear height below 
steel girders. Apron of wharf is 33 ft. wide with access driveway 
extending around each end of shed to main roadway. Rear cargo doors 
from shed open at truck level to facilitate mechanical handling. Front 
and end doors are wharf level. 
MEDICAL: Doctors, hospital facilities available. 
TANKERS: Finger Pier length 200 ft. with Map face length 30 ft. 
Depth alongside 32 ft. Berth owned by Irving Oil Ltd. and used 
exclusively for discharging oil products. 
FRESH WATER: Available at all berths. 
FUEL: Only light diesel available by tank truck. 
REPAIRS: Minor repair and diving services only. 
SURVEYORS: All major classification societies available from St. John's. 
CUSTOMS ALLOWANCES: 200 cigarettes for each man. Officers may 
be allowed 1 bottle wine/spirits, Master up to 5 bottles. 
AIRPORT: Gander International Airport, 60 miles away. 
TIME: GMT minus 3.5 hours. Daylight Saving Time: GMT minus 2.5 
hours, applied from first Sunday of April until last Sunday of October 
each year. 
HOLIDAYS: Good Friday; Labour Day; Christmas Day and Boxing Day 
No work performed on these holidays. 
EMERGENCY CO-ORDINATING CENTRE: Canadian Coast Guard 
St. John’s. Telex: 016-4530. Tel: 709-737-2083/4. 
BANKS: Bank of Montreal, 52 Water Street, Botwood, Newfoundiané 
AOH 1EO. Tel: 709-257 2957 
SHORE LEAVE: Allowed. No restrictions. 
AUTHORITY: Ministry of Transport. 

Harbour Master: Gordon Roberts, P.O.Box 
Newfoundland, AOH 1E0. Te/: 709-257-2182. 


747, Botwood, 


BRIDGEWATER, N.S.: 44.23 N. 64.31 W. 


DOCUMENTS: See “Halifax”. ; 
PILOTAGE: Not compulsory. Report ETA by radio-telephone or radio- 
telegraph to Superintendent of Pilots, Halifax, N.S. at least 12 hours 
before arrival at boarding station. ETA to be confirmed 3 hours before 
arrival. Pilot boards off Moshers Island Light. 
ANCHORAGE: At Dayspring, 2 miles below Bridgewater. 
RESTRICTIONS: Port is situated on La Have River, 10 miles from the 
sea. Channel path at LW, 20 ft. 
MAX. SIZE: Length 325 ft. Draft 20 ft. 
HEALTH: Pratique granted by Customs Officer who boards on arrival 
at the berth. Also see “Montreal”. 
RADIO: Halifax Radio. 
BERTHING: Transport Canada Wharf, berthing length, 1,073 ft. Depth 
alongside 21 ft. 
MEDICAL: Hospital services available. 
STEVEDORES: Available. 
FRESH WATER: Available ex wharf only on West side of river. 
FUEL: Diesel and gasoline from storage tanks in port. 
REPAIRS: Limited facilities for engine repairs. 
AIRPORT: Nearest approximately 90 miles away. 
HOLIDAYS: Dominion Legal holidays. 
POLICE/AMBULANCE/FIRE: Police Tel: 543-2464. Dawson Memorial 
Hospital Tel: 543-4603. 
BANKS: Bank of Montreal, Tel: 543-2415. 

Royal Bank of Canada, Tel: 543-7161. 

Bank of Nova Scotia, Tel: 543-8155. 

Canadian Imperial Bank of Commerce, Tel: 543-2451. 
AUTHORITY: Transport Canada, P.O.Box 1013, Dartmouth, N.S., 
B2Y 4K2. Tel: 426-6508. Telex: 019-22757. Contact: William Beck. 

Local Authority: Transport Canada, Bridgewater, Nova Scotia. 

Tel: 543-8815. Contact: Glayden L. Conrad, Harbour Master. 


(See Plan) 


CAMPBELL RIVER, B.C.: 50.02 N. 125.14 W. (See Plan) 


SHIPMASTER’S REPORT: June 1989. 
VESSEL PARTICULARS: 
D.W.T. 


B 9,262 tons. 
LOA 119.62 m. 
Moulded Breadth 18.5 m. 
Moulded Depth 10.0 m. 
Departure Draft Forward 7.51 m. Aft 8.45 m. 


Cargo Loaded 8,400 tonnes copper concentrate. 

DOCUMENTS: See ‘Vancouver’. 
PILOTAGE: Compulsory. Pilot boards at Victoria. Confirm ETA pilot 
station by cable to “Pilots Victoria”, giving 24 hours, 12 hours and 
4hours notice. Pilot uses a small tug or a pilot boat, depending upon 
the weather. The distance from Victoria Pilot to Campbell River is 
152 miles, which can be shortened by about 10 miles by using Active 
Pass. Active Pass is a very narrow channel and during daylight hours 
there are always ferries transitting both ways. Currents in Active Pass 
should also be considered. 

Change of Pilot takes place at Nanaimo, which is half way. Charges 
are very high if Pilot has done over 8 hours, therefore all ETAs/departure 
times, etc. should be well calculated. All vessels must follow traffic 
schemes on entering Juan de Fuca Straits. 
ANCHORAGES: Channel is narrow but deep. Tides are very strong. 
RESTRICTIONS: Please refer to depths at berth, length of pier and 
large range of tides. Linesmen are usually available between 0700 hrs. 
and 2200 hrs. on weekdays, therefore Charterers take vessels during 
these hours only. 
MAX. SIZE: See “Berthing”. Ships of 30,000 d.w.t. have loaded at this 
pier. 
HEALTH: See “Vancouver”. 
RADIO: VAI/Vancouver Coast Guard Radio. 
VHF: See “Vancouver”. 
TUGS: There are 3 very small tugs available for berthing. 
BERTHING: Pier is about 120 m. long with dolphins about 22 m. fore 
and aft. Sea pilot only berths the vessel. These dolphins are joined by 
Steel bridges. There are 2 bollards ashore for breast lines. There is a 
buoy at each end for bow and stern lines (See “Plan”). All vessels to 
be moored at the terminal require on board at each end, forward and 
aft, 6 mooring lines of 3 in. to 3.5 in. diameter nylon or such approved 
material, each of at least 500 ft. length, without splices and in good 
Condition. 

Three small tugs meet the vessel at berth. 

The following pattern of lines is used: 
1. Two lines each, head and stern lines to the buoys. 
2. Two lines each forward and aft as breast lines to shore mooring 
bollards. These lines are to be landed on the wharf where they are 
fastened to and hauled ashore by the messenger ropes. Both breast 
lines are to be attached to the messenger and hauled ashore in one 
motion. This operation is done by the linesmen. 
3. Two lines each forward and aft are to be provided as back springs. 
Please note that the weak bollards on the “Plan” should not be used. 

First lines recommended are springs fore and aft. This helps vessel 
to maintain her position alongside while the tugs are pushing at all times. 

ne tug then assists in taking other lines to buoys, etc. There are 
4 strong fenders on the pier. Precautions must be taken as at L.W. ship 
May go below these fenders. 

he breast lines are to be sent ashore simultaneously at each end 
and kept tight at all times. 
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When breast lines are fast, head and stern lines are sent to the buoys. 

Finally last springs are made fast. 

Owing to large range of tides, moorings should be tended at all times, 
there have been cases where ships had to haul off due to negligence 
of same. 

The loading berth is named Westmin Resources Tyee Spit (also 
known as Campbell River Ore Berth/Dock). The shiploader does not 
have a long travel so the vessel has to shift along the berth for hatch 
loading changes. The currents in mid-channel are high, consequently 
caution must be exercised when shifting vessel along the berth. 

Care should be taken with the following: 

1. Shore leading breast lines must be kept taut at all times. If the vessel 
is small, care must be taken when shifting forward or aft as the breast 
lines may come into contact with existing cabins, etc. on the pier, and 
thus cause damage. 

2. No unnecessary slack is to be allowed in the leads of head and stern 
lines. 

3. All back springs are to be tensioned or paid out in accordance with 
the particular movement ahead or astern. 

4. If the tide is strong, shifting at slack water and use of tugs must be 
considered. 

5. If lines are to be shifted, linesmen should be ordered in advance. 
LOADING: Mainly copper concentrates are loaded at this berth. The 
vessel's holds should be free of any previous cargo residue, dry and 
free of loose scale. Loading starts and the Notice of Readiness is 
accepted after holds have been inspected by the surveyor. Surveyor is 
usually charterer's surveyor and also performs the duties of the Port 
Warden (Canadian Coast Guard Ship Safety Inspector). Shipments of 
Ore Concentrates from Canada are governed by the Canadian Code of 
Safe Practice for Solid Bulk Cargoes. The requirements of this code are 
basically same as IMO code. Prior to commencement of loading, the 
surveyor will require the shipper to produce a Certificate of Analysis for 
Moisture Content of the Copper Concentrate. The actual moisture 
content shown on the certificate must be less than the “Transportable 
Moisture Limit” which will also be shown on the Certificate. The surveyor 
will require proof that the vessel is structurally sound to carry this cargo, 
i.e. load density of the tanktop and that the shear force and bending 
moments will be within the allowable limits. 

Cargo is worked on a 24 hours basis on weekdays. Our vessel 
averaged a loading rate of 570 tonnes/hour. Cargo weight is determined 
by the Draft Survey. The loading scale was observed to have an error 
of 0.5% on the higher side. After loading, each hatch is trimmed flat by 
the bulldozer which weighs 9 tonnes. 

CRANES: Not available. 

MEDICAL: Services available. 

DENSITY: Varies according to time of year. We obtained 1023.5. 
FRESH WATER: Available with notice and is free of charge. 
CONSULS: At Vancouver. 

REPAIRS: Can be arranged from Vancouver. 

DRY DOCKS: At Vancouver. 

SURVEYOR: This port has a port warden. Other surveyors can be 
i ne from Vancouver. 

GANGWAY/DECK WATCHMEN: Not required. 

HATCHES: Operated by ship's crew. 

REPATRIATION: Possible from Vancouver, 40 minutes flight. There are 
frequent flights to Vancouver from Campbell River. 

TIME: See “Vancouver”. 

HOLIDAYS: See “Vancouver”. 

TELEPHONES: There is a telephone at the pier which belongs to the 
terminal. Facilities for using the telephone are arranged through the 
Agent. All overseas connections are through the operator. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not required. 

GENERAL: Ship chandlers are not available but most of the stores can 
be self purchased. There are a few banks in the city. Population of 
Campbell River city is 20,000. 


CANAPORT, N.B.: 45.12 N . 65.59 W. 


PILOTAGE: Compulsory. Government Pilot supplied by the Atlantic 
Pilotage Authority through “Fundy Traffic” and requires 4 hours notice. 
ANCHORAGE: Anchorage Area “C”, mud bottom with good holding 
under fair weather conditions but it should not be considered satisfactory 
in strong southerly gales. Vessels may anchor South of Lat. 45° 12’ N. 
without a Pilot. 
RESTRICTIONS: Presently daylight berthing only with no restrictions 
on unmooring. Delays may be experienced due to strong Southerly 
winds, and in periods of reduced visibility due to fog in the Summer and 
sea smoke in the Winter. 
MAX. SIZE: 350,000 tons Summer d.w.t. 400,000 tons may be accepted 
under favourable weather conditions. No restrictions on length. 
RADIO: The terminal will usually request the following information from 
the vessel prior to arrival: 

(a) Distance from bow to centre cargo manifold. 

(b) Hose boom SWL. 

(c) Distance from cargo manifold to ship's rail. 

(d) Height of manifold above deck. 

(e) Size of bow chock opening. Height and width. 

(f) Distance of bow chock opening to nearest bollard. 

(g) Distance of bow chock opening to mooring bracket. 

(h) Number and size of cargo manifold connections. 

(i) Confirm that vessel is capable of maintaining 40% of d.w.t. 
capacity during discharge with segregated clean and cargo tank 
ballast with 2 valve separation. 

(j) Slops, quantity, type and location. 

(k) Can vessel accommodate 2 Berthing Masters and 5 Canaport 
crew, who will remain on board? 
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ETAs to be sent through Agent, 96, 72, 48 and 24 hours prior to 
arrival. Vessel to contact Canadian Coast Guard via Agents for 
permission to C.O.W. whilst discharging at Canaport. Canaport 
operations on VHF Channel 11 for mooring and UHF frequency for cargo 
operations. 

TUGS: 3 tugs used to assist in mooring and unmooring, and one tug 
towing astern throughout discharge to keep the vessel clear of the SBM. 
aa lines used throughout. 

BERTH: SBM: Situated 4,100 ft. offshore from Mispec Point. Depth at 
LW 120 ft. and HW 150 ft. 

FRESH WATER: Available by tug whilst at anchor. 

FUEL: Bunker, IFO and MDO available by barge whilst at anchor. 
BALLAST: It is a terminal requirement that tankers maintain at any stage 
of the discharge sufficient cargo or ballast, or a combination of both, 
equal to 40% of S.d.w.t. Vessels of less than 150,900 tons S.d.w.t. may 
at the discretion of the Senior Berthing Master, be allowed to reduce 
this percentage to 30% after taking into account the expected weather 
condition. In addition, the vessel is to remain at a suitable trim compatible 
for safe manoeuvring and not to exceed 18 ft. by the stern. 

The commercial agreements require vessels to lift dirty ballast and 
discharge concurrently, failure to do so will not count for laytime and 
will be for the owner's account. 

GENERAL: Arrival: Hoses may be connected on either port or starboard 
sides with the weather conditions being the deciding factor as to which 
side is used. The Berthing Master will advise the vessel which side the 
hoses are to be connected prior to boarding. Both hose booms should 
be rigged to lift the mooring equipment from the tug and to lift 2 16 in. 
hose tails weighing 8 tons each. Pilot ladder should be rigged one side 
of vessel with accommodation ladder on the other side. 

Mooring: Vessel secured to SBM with 2 nylon mooring hawsers and 
should have 2x3 in. messengers available to pass to the mooring 
launch. A hammer and crowbar should be available on foc’sle for use 
in connecting the chafing chains. The first line handled will be dependant 
on which side of the vessel the hoses are connected. 

Cargo Handling: 2 Berthing Masters and a Canaport crew of 5 persons 
remain on board throughout the discharge to assist in mooring, assist 
in hose connection and maintain foc'sle head lookout and co-ordinate 
the discharge. Vessel takes ballast part way through the discharge to 
maintain 40% of deadweight capacity whilst at the SBM. Vessel’s 
engines must be ready for instant manoeuvring at all times. 

Cold Weather Precautions: During January and February air 
temperature is —7.5°C but temperatures below —20°C may be 
experienced. Masters are advised in order to protect their interest and 
to expedite the discharge, the following precautions should be taken 
prior to arrival to prevent freezing: 

(a) Any C.O.W. lines that contain, or suspected to contain water 

should be purged with dry crude oil. 

(b) Quality of anti-freeze or glycol in the deck |.G. pressure vacuum 
breakers should be checked. 

(c) Heat on-deck water seal. 

(d) Deck general service, fire and foam lines should be drained of water. 

(e) Steam powered deck machinery should be run continuously. 

(f) Deck hydraulics and machinery not fitted with ‘Arctic’ 
hydraulic oil should be circulated continuously prior to arrival in 
order to be kept fluid. 

(g) Whesso type ullage gauges and C.0.W. machines should be 
drained of any accumulated water. 

(h) Any exterior fresh water pipes should be drained or lagged. 
The above list of precautions should not be considered 
exhaustive and will vary from ship to ship. 

SHORE LEAVE: By launch. 
REGULATIONS: The transfer of stores, spares, fuel and fresh water is 
carried out at anchorage. 


SHIPMASTER’S REPORT: February 1987 (Updated 1994). 
SBM Location: 45° 10.6’ N., 65° 59.7’ W. 
Pilotage: Pilot boarding area: 45° 10.6’ N., 66° 03.7’ W. 

Pilotage undertaken by Saint John Harbour Authority with the 
assistance of a Canaport Mooring Master, who takes up station on the 
forecastle. Communication is by Walkie-Talkie. 

Documents: 
1.0.P.P. (Also for Coast Guard Safety Inspection on arrival). 
Safety Construction Certificate. 
Safety Equipment Certificate. 
Load Line Certificate. 
Ship's Register. 

3 copies Canadian Crew List (including place of birth). 

3 Vaccination Lists. 

1 International Maritime Declaration of Health. 

3 copies Stores List. 

3 copies Personal Effects List. 

Prior to Arrival: Pilot ladder rigged on port side and accommodation 
ladder/pilot ladder combination available on starboard side. Derrick 
rigged on port and starboard side to receive mooring gear and 2 x 16 in. 
hoses. One 3 in. (25 mm. diameter) manila messenger on forecastle to 
pick up mooring pennant, one messenger starboard side for tug’s line 
and one messenger on poop for tug’s line. 

Accommodation for 5 seamen, Mooring Master and Assistant Mooring 
Master to be prepared. Cold weather precautions (seasonal) to be taken, 
see Admiralty Pilot Volume 59. Ice reports received via Halifax Radio 
and Coast Guard VHF broadcast. Irving Oil and Coast Guard to be 
advised of discharge plan. 

The vessel is to maintain 40% of Summer d.w.t. at all times whilst 
deballasting/loading, and have two valve separation. 

Restrictions: Berthing daylight only. 

Health: Radio Pratique available through “Quarantine St. John”. Vessel 
to send standard message. 

Radio: Halifax Radio, Yarmouth Radio and Canadian Coast Guard 
Control - Bay of Fundy. 
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Tugs: One tug with 35 tonne bollard pull in attendance assists Pilot in 
manoeuvring to buoy. 2 mooring launches are also in attendance. 
Mooring: 5 Irving Oil seamen assist ship's crew with mooring. 

Standard SBM bridle mooring to 2 AKD brackets capable of accepting 
3 in. chain. AKD or equivalent torque type brackets are mandatory. Upon 
completion of mooring tug will proceed to aft end and place on board a 
towing wire which is connected to a quick-release hook (supplied by 
Irving Oil), secured to the vessel's poop bitts. 

Hoses: 2 x 16 in. standard ASA fitment (150 p.s.i. maximum working 
pressure) connected by ship's staff assisted by 5 Irving Oil seamen and 
Mooring Master. Oil may be evacuated by sea water on completion of 
discharge by ship. 

Cargo Survey: Cargo ullages and water dips carried out by Irving Oil 
Surveyor and monitored by ship's staff. 

Tank Dry Certificate will be signed by Irving Oil Surveyor, if acceptable, 
prior to ballasting concurrent with discharge and on completion of 
discharge. 

Fresh Provisions: Plentiful and good quality but meats and fruits, etc., 
very costly in Winter months, bonded stores available. All stores are 
supplied by launch/barge depending on quantity at rate per hour basis, 
this also is expensive. Shore launch available. 

Discharge Rate: Maximum pressure of 150 p.s.i. at the rail is permitted 
and by using 3 pumps and maintaining 140 p.s.i., a rate of 50,000/53,000 
gross bbis. per hour was obtained. Final stripping ashore was par 
restricted by relatively high back pressure. 

General: Throughout discharge the bridge is manned by either the 
Mooring Master or his assistant, who remains in contact with shore, 
where strain gauges are available for tension on mooring ropes. 
Seamen, as deck watches, are positioned, throughout the discharge. 
Ship's crew are required to be in attendance and on watch at all times 
and main engine on maximum 5 minutes notice. Ambient temperatures 
of minus 35°C may be experienced during the hours of darkness in 
Winter months with chill factor. 

Canadian Coast Guard will attend onboard for general safety 
inspection and sighting of |.0.P.P. Certificate and Non-Canadian Ship 
Compliance Certificate. Sailing and/or entrance to routing may be 
delayed due to malfunction of Navigational equipment and/or 
manoeuvring ability. Master's Declaration to be radioed at least 24 hours 
prior to arrival to Canadian Coast Guard, relating to the foregoing. 


OPERATOR: Canaport Ltd., P.O.Box 2055, Saint John, N.B., Canada. 
Tel: 506-632-7177. FAX: (506) 633-7445. Contact: Blaine M. Higgs, 
Canaport Manager. 


CARLETON, Quebec: 48.06 N. 66.08 W. 


APPROACHES: No hazards and good anchorage outside. Channel 
depth at 7 m. extreme low tide. Icebreaker assistance available in Winter 
if necessary. 

PILOTAGE: Not compulsory, but available. 

RESTRICTIONS: The harbour is open all year round, but occasionally 
assistance of ice-breakers may be required. 

HEALTH: Pratique granted by radio. 

RADIO: Grindstone (VCN). 

TUGS: Available but not compulsory. 

BERTHING: Section No. 1: Length 140 m., max. draft 7.2 m. 
STEVEDORES: Working Hours: Monday to Friday 0800 hrs. — 1700 hrs 
Work possible on holidays and weekends with notice. 

MEDICAL: Hospital available locally. 

DENSITY: 1025. 

FRESH WATER: Available. 

FUEL: Diesel oil available. 

REPAIRS: Minor repairs possible. 

DRY DOCK: Nearest dry dock located at Les Mechins, 245 miles from 
Carleton. 

AIRPORT: Local airport. 

TIME: GMT minus 5 hours. GMT minus 4 hours in Summer (first 
Saturday in April to last Saturday in October). 

HOLIDAYS: New Years Day, Good Friday, Easter Monday, 
Queen’s Day (4th Monday in May), June 24th, Dominion Day (July 1st), 
Labour Day (1st Monday in September), Thanksgiving (2nd Monday !0 
October), Remembrance Day (November 11th) and Christmas 
(December 25th and 26th). 

GENERAL: 

Chart: Canadian Chart No. 4921. 

Formalities: Port of entry for Customs and Immigration. Quarantiné 
services available by radio. 

Services: Bank, post office, railway, provisions and marine supplies, 
fumigation. ; 
A ORITY: Transport Canada, Harbours and Ports Division 
Canadian Coast Guard, 104 Dalhousie Street, Quebec, Quebec 
Province, GiK 4B8. Tel: (418) 648-3680. FAX: (418) 648-7980 
Contact: J.G. Boudreau, Harbour Master, Carleton. Tel: (418) 364-7916. 
(418) 364-3053. 


CHANDLER, Quebec: 48.21 N. 64.40 W. (See Plan) 


LOCATION: Town on the Quebec shore entrance to Chaleur Bay, 
10 miles N.E. of Point au Maquereau, 16 miles W. of Cape d'Espoir. 
PILOTAGE: Not compulsory but recommended. Controlled by Atlantic 
Pilotage Authority, Halifax, N.S. Tel: (902) 426-2550. 
RESTRICTIONS: Navigation Season: All year round, ice breakers 
sometimes accompany vessels. : 
HEALTH: Pratique is secured by radio through Quebec City. 
RADIO: Grindstone (VCN). 
TUGS: Available, not required for powered vessels. 
BERTHING: Transport Canada Whar?f: East Side reserved for fishing 

ssels. 
vowest Side: Length 150 m. Depth at LW 9.0 m. 
STEVEDORES: Skilled labour available. 
Working Hours: Monday to Friday, 0800 hrs. — 1700 hrs. Sunday and 
holiday work possible with advance notice. 
DENSITY: 1025. 
FRESH WATER: Available. 
FUEL: Diesel oil available. Bunker ‘C' can be brought in by rail. 
DRY DOCK: Nearest dry dock located at Les Mechins (185 miles from 
Chandler). 
CO AIRS: Machine shop available for minor repairs. 
SURVEYORS: Lloyd's at Quebec City. ABS at Montreal. 
AIRPORT: Gaspe Airport. 
TIME: GMT minus 5 hours in Winter. GMT minus 4 hours in Summer 
(from first Saturday of April to last Saturday of October). 
HOLIDAYS: New Year's Day, Good Friday, Easter Monday, 
Queen's Day (4th Monday of May), June 24th, Dominion Day (July 1st), 
Labour Day (1st Monday of September), Thanksgiving (2nd Monday of 
October), Remembrance Day (November 11th) and Christmas 
(December 25th and 26th). 
SERVICES: Post office, bank, telephone, notary, telegraph, hospital, 
local airport, railway, provisions, marine supplies, fumigation and cranes. 
GENERAL: Formalities: Port of entry for Customs. Immigration services 
available by radio or telephone. Quarantine services available from 
Quebec City. 
Chart: Canadian Chart No. 4921. 
AUTHORITY: Transport Canada, Harbours and Ports Division, 
Canadian Coast Guard, 104 Dalhousie Street, Quebec, G1K 4B8. 
Tel: (418) 648-3680. FAX: (418) 648-7980. 

Milton Molloy, Harbour Master — Wharfinger, C.P. 273, Chandler, 
Province Quebec, GOC 1KO, Canada. Tel. (418) 689-6949, 689-3147. 


CHARLOTTETOWN, P.E.1.: 46.14 N. 63.07 W. 
(See Plan) 


PORT LIMITS: A ship is considered to be “arrived” when it reaches 
Pilot Boarding Station at Lat. 46° 00’ N., Long. 63° 08’ W. 
DOCUMENTS: The following lists and documents must be presented 
on arrival at the first Canadian port: 

Inward Report (on Form A 6). 
The following lists must be produced in triplicate (at some ports only in 
duplicate): 

Crew List (Imm. 200). 

Passengers List (Imm. 246). 

Stowaways List. 

Crew's Personal Effects List (Y. 14). 

Stores List (E. 1). 

Vaccination Certificates. 

International Marine Health Declaration. 

Deratting Certificate. 

Health Declaration of Animals on board. 

Vessel's official documents and certificates for inspection. 

Cargo documents are usually required in triplicate. 
APPROACHES: Entrance: The 8 mile approach channel has depths of 
not less than 11.0 m. (36 ft.) in the fairway, which is marked by light 
buoys and leading lights. 
PILOTAGE: Pilotage is compulsory. One Pilot active with privately 
owned 40 ft. wooden boat, white hull, blue vertical strip midships. The 
pilot boarding station is in position Lat. 46° 00’ N., Long. 63° 08’ W. No 
alternate area in event of bad weather. To avoid a delay in obtaining a 
Pilot, he may be contacted on VHF Channel 16. Master should report 
ETA at least 12 hours before the ETA at the pilot boarding station. The 
ETA must be confirmed or corrected not more than 6 hours later. The 
Master of a vessel that is to depart or make a move within the compulsory 
pilotage area must report to “Pilots Charlottetown” 6 hours prior to 
&stimated time of departure. 
ANCHORAGES: Anchorage inside harbour at Three Tides — Lat. 
46° 13’ N. Long. 63° 08’ W. Average depth of water 30 ft. 
RESTRICTIONS: No restrictions, except draft 30 ft. 
MAX. SIZE: Draft 30 ft. 
opti Pratique procedure carried out by Customs Officers. (Form 
RADIO: VCA Charlottetown, Canadian Coast Guard. 
VHF: Canadian Coast Guard (VCA), Channels 16 and 26. 
RADAR: Service not available. 
TUGS: Not available. 
BERTHING: (1) Charlottetown Marine Terminal: West side, berthing 
length 500 ft. with depth ranging from 30 ft. at outer end to 10 ft. at inner 
8nd at low water; East side, berthing length 600 ft. with depth of water 
fanging from 30 ft. at outer end to 10 ft. at inner end at low water. Outer 
8nd has a berthing length of 230 ft. with a depth of water of 30 ft. at low 
water. Wharf used for loading and discharging general cargo; equipped 
with one unheated shed — 385 ft. longx50 ft. wide, one heated freight 
shed 385 ft. x60 ft. Electric light, water, oil and gasoline available. Mobile 
cranes available. 
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(2) Ministry of Transport Wharf, 300 ft. wide, with a depth of 33 ft. 
alongside. Office and stores building, buoy test shop, etc. West side 
berth, 450 ft. long, with depth of 26 ft. for Coast Guard use only. 

(3) Texaco Canada Ltd. Wharf, 365 ft. long. Mooring dolphins have 
been erected adjacent to the wharf, and there is reported to be at least 
28 ft. alongside at low water. 

(4) Irving Oil Ltd. Wharf, on edge of channel, about 600 ft. from Old 
Bridge Site. Use by Irving tankers only. 
CRANES: Shore cranes available. 

BULK CARGO FACILITIES: See “Berthing” — 
Terminal”. 

SPECIALISED CARGO FACILITIES: Berths not equipped for handling 
containers or roll-on/roll-off traffic. 

BRIDGES: None. 

STEVEDORES: Advise ETA before 1600 hrs. in order to commence 
0800 hrs. next day. 

MEDICAL: No advance notice required, ample hospital facilities 
available. 

TANKERS: Charlottetown Marine Terminal (East Side): Outer end has 
a berthing length of 230 ft. with depth of water 30 ft., discharge lines 
8 in., 10 in. and 12 in., no slop facilities. 

Irving Oil Wharf: On edge of channel about 600 ft. from bridge. 
Discharge lines 8 in. and 10 in. Depth 30 ft., no slop facilities. 
DENSITY: 1025 oz. per cu.ft. 

FRESH WATER: Available at Railway Wharf. Order through Agent. 
Rate 12 t.p.h. 

FUEL: Delivered by tank truck. Most grades of bunker fuel and diesel 
as well as marine lubricants can be obtained through supplier. 
REPAIRS: Minor repairs only. 

DRY DOCKS: Not available. 

GANGWAY/DECK WATCHMEN: Usually ship's crew. 
OPENING/CLOSING HATCHES: Stevedores work hatches which are 
not mechanically operated. 

CUSTOMS ALLOWANCES: 200 cigarettes or 2.0 Ib. tobacco or cigars, 
40 oz. of wine or spirits or 288 oz. of beer. 

CARGO GEAR: Vessel required to use own gear for loading and 
unloading. 

REPATRIATION: Crew changes and repatriation can be carried out with 
little difficulty. 

AIRPORT: 4 miles distant, with daily flights by E.P.A. and Air Canada. 
TIME: GMT minus 4 hours, May to October; GMT minus 5 hours, 
November to April. 

HOLIDAYS: New Year's Day; Good Friday; Easter Monday; Victoria 
Day; Canada Day; Labour Day; Thanksgiving Day; Remembrance Day; 
Christmas Day; Boxing Day. Work can be arranged on these days. 
POLICE/AMBULANCE/FIRE: Police, 894-5513 and 368-2677; 
Ambulance, 892-5311. Fire, 894-3113. 

TELEPHONES: No hookup available. 

BANKS: 

(1) Royal Bank of Canada, Confederation Plaza, Charlottetown, PEI. 

(2) Bank of Montreal, Confederation Plaza, Charlottetown, PEI. 

(3) Bank of Nova Scotia, Confederation Plaza, Charlottetown, PEI. 

(4) Toronto Dominion, 192 Queen Street, Charlottetown, PEI. 

(5) Canadian Imperial Bank of Commerce, Queen Street, 

Charlottetown, PEI. 
SHORE LEAVE: No restrictions. 
IDENTIFICATION CARDS: Not required unless disembarking. Crew 
members should then possess Seaman's Book and/or Passports. 
GARBAGE DISPOSAL: Superior Sanitation Service, 68 Allen Street, 
Charlottetown, PEI. Tel: (902) 892-1333. Service available through 
Agent. 
WASTE OIL DISPOSAL: Creed’s Petroleum Equipment Ltd., 
23 Norwood Road, Charlottetown, PEI. Tel: (902) 892-6036. Service by 
tanker trucks available through Agent. 
SEAMAN‘S CLUBS: None. Church services, football matches and 
dances can be arranged through Agent. 
GENERAL: Chandler: Available through Agent. 
Tally Clerks: Not compulsory. 
Garbage Removal: Available but not compulsory. 
Slop Facilities: Not available. 
Shore Watchmen: Not compulsory. 
Gangway: Not available. 
Tariffs: Transport Canada — “Cruise Ships”. 

Berthage: $0.95 per metre per day. 

Passenger Fee: $2.96 passengers on board. 

Harbour Dues: $0.0428 per gross registered ton. 

Linesmen: Available through Charlottetown Harbour Pilot. 

Tides & Currents: Tidal Range 6ft. — 9ft. Harbour currents 
approximately 2 knots. 

DELAYS: If berth available, no delays in loading or unloading. 

Ice: The Harbour usually freezes over in late December and is clear of 
ice by late April. 

There are a number of days during the Winter when product cannot 
be loaded because of weather conditions. 

AUTHORITY: Transport Canada, Box 1202, Charlottetown, P.E.I., 
C1A7M8. Tel: (902) 566-7974. Telex: 014-44130. Contact: Paul 
McGonnell, Port Manager. 


“Charlottetown Marine 
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CHATHAM, N.B.: 47.02 N. 65.28 W. 
NEWCASTLE, N.B.: 47.00 N. 65.33 W. 


DOCUMENTS: 

Previous Port Clearance. 

3 Immigration Crew Lists. 

3 Ship Stores Lists. 

3 Crew Declaration. 

Derat Certificate. 

Health of Animals. 

Load Line Certificate. 

Safety Equipment. 

Safety Radio. 

Safety Construction. 

Ship's Register. 

3 General Declaration Inwards (A6). 

Cargo Manifests. 
PILOTAGE: Contact Agent for Pilot at least 12 hours in advance. Pilot 
boat, wooden hull, length 44 ft., grey, Pilot flag about 20 ft. above sea- 
level. From April 16th to December 9th Pilot taken aboard 2 miles North 
of Escuminac Breakwater. In event of very bad weather sey anchorage 
Egmont Bay, PEI. Dec. 10th—April 15th Pilot boards at Eddy Point N.S. 
when inbound from East. In other cases Pilot boards at point of departure 
in Canada. 

From December 10th — April 15th a helicopter is available at 
Escuminac for Pilot boarding. 
MAX. SIZE: Max. draft 7.62 m. 
HEALTH: Pratique procedure carried out by Customs Officer. 
RADIO: Use Grindstone (VCN) or Charlottetown Radio (VCA), or 
Escuminac Pilot (VHF Channel 16). 
TUGS: Not required. 
BERTHING: Approx. 3 hours from pilot station to Berth. 11 wharves 
available. 
BRIDGES: Bridge at Chatham 35 m. clearance high tide. Hydro wires 
at Middle Island 41 m. at 60 degrees Fahrenheit at lowest point, channel 
wide at this point, able to get 55m. clearance. Morrisey Bridge, 
max. span opening is 30 m. Overhead cables at Morrisey Bridge. 
STEVEDORES: Notice at least 24 hours before arrival. 
MEDICAL: Hotel Dieu Hospital, Chatham and Miramichi Hospital, 
Newcastle. 
TANKERS: Hose connections 15 cm.; no slop discharge facilities. 
FRESH WATER: Available only at Government wharves at Chatham 
and Newcastle. 
FUEL: All types by tanker truck. 
CONSULS: None. 
REPAIRS: Light repairs by Miramichi Foundry and Arvin Speciality 
Machines. 
SURVEYORS: Lloyd's Surveyor at Dalhousie. N.B., others at Halifax. 
GANGWAY/DECK WATCHMEN: Not necessary. 
CUSTOMS ALLOWANCES: 200 cigarettes/man/5 days. Spirits: 40 oz./ 
man/5 aie 
REPATRIATION: Facilities good. 
AIRPORT: Chatham. Daily flight to Montreal. 
TIME: Atlantic Standard, 4 hours difference GMT. Change from 
Standard to Daylight Saving first Sunday in April through last Sunday 
in October. (1 hour forward). 
HOLIDAYS: No work Labour Day, Armistice Day, New Brunswick Day. 
Other holidays may be worked on overtime. 


POLICE/AMBULANCE/FIRE: 

Newcastle Chatham 
Police: 622-2111 778-8351 
Ambulance: Through Police 773-3492/733-4321 
Fire: 622-2500 773-9494 


EMERGENCY CO-ORDINATION CENTRE: Coast Guard (Maritimes) 
ent Centre. Tel: 1-800-565-1633. 
STORING: 
(1) Vessels may be stored by truck. 
(2) Trucks may proceed alongside at the berth. 
(3) Fork-lift trucks may be used. 
(4) Local bag may be employed to assist with storing. 
SHORE LEAVE: No restrictions. 
CREW IDENTIFICATION CARDS: Not needed. 
DELAYS: Not normally. 
GARBAGE DISPOSAL: Collection service available alongside; charges 


vary. 

WASTE OIL DISPOSAL: None at the marine terminal site. 
SEAMAN’S CLUBS: None. 

GENERAL: Charts required (Canadian) 4023 — Northumberland Straits, 
4910 — Miramichi River, Sailing Directions — Gulf and St. Lawrence. 
Tides; St 1.75 m. Neaps; 1.22 m. Night navigation possible. 
AUTHORITY: Department of Harbours and Ports, Box 32, Newcastle, 
New Brunswick E1V 3M2. Tel: (506) 622-0918 or 773-7542. FAX: (506) 
6220907. Contact: P.Deveaux, Port Manager. 


CHEMAINUS, B.C.: 48.55 N. 123.42 W. 
CROFTON: B.C.: 48.51 N. 123.38 W. 


DOCUMENTS, PILOTAGE, HEALTH, CONSULS etc.: 
“Vancouver, B.C.”. 

ANCHORAGE: Available in Houston Passage. 
pea Channel depth 48 ft. MLLW. Restricted by berth size 
only. 

TUGS: Available. Tugs for Crofton are ordered from Chemainus. 
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Refer to 


BERTHING: 
Chemainus: 
Berthing 
Wharf rh Depth at LW Remarks 
-) (ft.) 
MacMillan Bloedel 450 39 (North End) Crane 
19 (South End) available 
MacMillan Bloedel 560 53 (North End) 
30 (South End) 
Crofton: 
Stuart Channel No. 1 650 35 Check draft with 
(Max. LOA) Pilot 
No. 2 700 
(Max. LOA) 
No. 3 700 Check draft with 
(Max. LOA) Pilot. Vessels 
berth port side 


too. Ship's gear 
used for cargo 


handling. 
No loading gear installed at Crofton berths. 
STEVEDORES: 22 gangs available. Refer to “Vancouver, B.C.", for 
holidays, etc. 


MEDICAL: Doctors and hospitals facilities available at Chemainus, 
5 miles from Crofton. 

DENSITY: Salt water. 

FRESH WATER: Available at wharves. 

FUEL: Diesel oil available from Imperial Oil Wharf at Chemainus. 
REPAIRS: Repairs arranged from Victoria or Vancouver Shipyards, 
Minor repairs available locally. 

CUSTOMS ALLOWANCES: See “Vancouver, B.C.”. 

AUTHORITY: Transport Canada, Canadian Coast Guard, P.O.Box 706, 
Chemainus, British Columbia, VOR 1KO Canada. Tel: 246-4655, 246- 
2682. Contact: Ann Cameron Hill, Harbour Master/Wharfinger, 10031 
Old Victoria Road, RR1, Chemainus, B.C., VOR 1KO, Canada. 


CHURCHILL, Manitoba: 58.47 N. 94.12 W. (See Plan) 


DOCUMENTS: 
3 Crew Lists. 
3 Passenger Lists (if applicable). 
3 Ship's Stores Lists. 
2 Quarantine Certificates. 
1 Certificate for Harbour Master to be prepared after approval. 
1 Certificate that Gyro Compass in order certified plus copy o! 
manifest giving weight or measurement for each Bill of Lading 
Certification by Local Collector of Customs. 
Arctic Pollution Prevention Certificates: Ships have arrived in Churchil 
without such certificates and have thus contravened the Arctic Shipping 
Pollution Prevention Regulations. This certificate states that a vessel is 
in class, complies with SOLAS conventions, and has all of the equipment 
required by the regulations such as two radars, etc. 

A certificate may be obtained from a surveyor employed by a majo! 
classification society named in the regulations. Ships unexpectedly 
diverted to Churchill should contact the Port Warden prior to arrival al 
Churchill. 

Ship Masters are cautioned to ensure that they comply with the Arctic 
Shipping Pollution Prevention Regulations. 

PILOTAGE: Pilotage is compulsory for merchant ships entering or 
shifting in Churchill Harbour. Fees will be advised by the Great Lakes 
Pilotage Authority. 

Vessels must advise their ETA at the port, and should also advise 
their time of arrival at Fairway Buoy. 

Masters can vege for a Pilot by contacting their Agent at Churchill 
or calling directly to the pilot boat “H. M. Wilson” on VHF. Pilots board 
vessels near Fairway Buoy, 4miles N.E. of harbour. The tug 
“H. M. Wilson” is used as pilot boat. 

ANCHORAGES: Masters of smaller vessels consult Harbour Authorities 
regarding possible short-term anchorage inside the harbour. The 
recommended anchorage for larger vessels is 1.0 — 3.0 miles N.W. to 
N.E. of the Fairway Buoy, in 11 — 14 fathoms, over sand and mud. This 
anchorage is exposed, and vessels in light condition may drag, 
particularly in strong N.E. winds. Masters are advised to weigh anchor 
and stand out to sea when gales are expected, until the weather 
moderates. Vessels should not anchor off the harbour entrance becausé 
the ebb tide is strong and there is a danger of dragging ashore, should 
an unexpected N.E. gale develop. 

RESTRICTIONS: Best time for entering is at slack high or low water 
but vessels up to 160 m. in length may enter on the flood tide. Large’ 
vessels enter during or just slightly after slack high water when the rive! 
begins to ebb, or alternatively at the last of the ebb just as slack low 
water is reached. 

The ranges of mean tides and large tides at Churchill Harbour are 
3.4m. and 4.8 m. Shallow draft vessels will experience near-surface 
currents stronger than those shown on the chart. Ebbing surface flows. 
at the mouth of the river near Merry Rock, can reach speed of 5 knots 
and can cause a slight set towards the N.W. shore. Ebbing surface flows 
near the Ports Canada Wharf reach speeds of 4 knots and tend to sé! 
in aN.E. direction onto the wharf. During the flood, surface flows react 
about 3 knots at the river mouth near Merry Rock, and about 2 knols 
near the Ports Canada Wharf. This current tends to run parallel to thé 
wharf. 


MAX. SIZE: The recommended maximum vessel dimensions are 735 ft. 
(224 m.) length overall; 105 ft. (32 m.) beam; 55 ft. (17.0 m) moulded 
depth. Draft would vary in accordance with tide predictions for the date 
and time of arrival and departure. Vessels whose parameters (approx. 
55,000 tonnes d.w.t.) meet or exceed the above parameters will be dealt 
with on an individual case-by-case basis. 
HEALTH: All vessels must fly yellow flag until cleared by authorities 
after docking. _ 
RADIO: Churchill operates remote from Thunder Bay Coast Guard 
Radio VBA around the clock during navigation season. Channels to be 
used: 16 for emergency or to establish initial contact, 12 for Harbour 
Control and 26 (Duplex) for Coast Guard traffic. 
RADAR: Requirements as laid down by Arctic Pollution Prevention 
Regulations (2). 
Tuas: Tugs usually join vessels inside the harbour, and are compulsory 
for all movements. Two tugs available (1x3,000b.h.p. and 
1x600 b.h.p.). Ship's lines used. 
BERTHING: The Main Wharf, 2,772 ft. (845 m.) long, has 2 grain loading 
berths, one general cargo berth (Dalgleish) and one deep berth (Wolfe), 
where loaded ships can lay at low water spring tide. There is also a 
coastal berth 300 ft. (91 m.) long. Depths alongside at Chart Datum 
(water brackish) vary from 31 ft. — 33 ft. (9.45 m. — 10.0 m.) at the grain 
loading berths and general cargo berth, 33 ft. — 36 ft. (10.0 m.— 11.0 m.) 
at the deep berth (Wolfe), and 18 ft. — 20 ft. (5.5 m. — 6.1m.) at the 
coastal berth. Vessels are normally partially loaded and then turned on 
the flood tide so that bow is facing outbound for departure. Topping-up 
of the vessel's cargo is done on the last rising tide, so that departure is 
timed for approximately 30 minutes before high tide. Depending on cargo 
type, loading/discharge is done either by ship's own gear or shore gear. 
Note: Ports Canada By-Laws A1 are in effect when within Port of 
Churchill jurisdiction. 
CRANES: 1100 tonnes capacity (shore based crawler type). 
BULK CARGO FACILITIES: There are 2 grain loading berths (No. 1 
and No. 2), each 694 ft. (211.5 m.) long with depth alongside 31 ft. — 
33 ft. (9.45 m. — 10.0 m.) at Chart Datum. Running parallel to the berths 
is the loading gallery 1,500 ft. (455m.) long and equipped with 
4conveyor belts feeding 23 spouts for pouring the grain. Loading 
capacity from the 140,000 tonnes terminal elevator is at 60,000 bushels/ 
hour (1,680 t.p.h.) to the ship's hold. The spouts have a reach of 85 ft. 
- 90 ft. (25.9 m. — 27.4 m.), and in the case of vessels with large beam, 
width extensions can be added. Normal loading is one vessel at a time. 
The Harbour Master's Department issues a maximum safe sailing draft 
notification to Master, based upon tidal prediction for date and time of 
sailing. The Port of Churchill accepts no responsibility for delays due to 
beam width and/or hatch configuration and height. 
STEVEDORES: Gangs are available during whole of shipping season, 
no advance notice required. 
MEDICAL: Fully staffed and equipped hospital available, approximately 
1 mile from harbour. 
TANKERS: Discharge pipes 10 in. diameter flexible hose reduced to 
6 in. diameter steel pipe to tank terminal ashore. 
ere depth between 31 ft. — 33 ft. (9.45 m. — 10.0 m.) at Chart 
atum. 
FRESH WATER: Fresh water available at all berths. Water pumped 
through 2.5 in. pipe connected directly to ship, discharged at rate of 
approximately 60 t.p.h. 
FUEL: Bunker fuel requires 30 days advance notice. Arctic diesel fuel 
available all times. 
CONSULS: None. 
REPAIRS: Most repair work. Fully equipped machine shop available. 
DRY DOCKS: None. 
SURVEYORS: By arrangement with Ship Safety at Thunder Bay. 
GANGWAY/DECK WATCHMEN: Ship's crew. 
OPENING/CLOSING HATCHES: Carried out by ship's crew. 
CUSTOMS ALLOWANCES: See “Montreal”. 
CARGO GEAR: Ship's gear or shore gear, depending on cargo type. 
AIRPORT: Airport situated 5 miles from the harbour and served by 
Canadian North and Calm Air International Ltd., with Calm Air flights 
Northbound daily (Monday to Friday), and Southbound daily (Monday 
to Thursday). Canadian North operates flights Southbound (Monday, 
Wednesday and Friday each week). 
Trains: Passenger train (VIA) service is also available Southbound 
(Tuesday, Thursday and Saturday each week). The train station is 
Situated within 1 mile of the harbour. Regular freight train (CN) 
intermodal service is available year round to service the port and 
surrounding community. 
TIME: GMT minus 6 hours. Daylight Saving Time (1 hour forward starts 
first Sunday in April and ends last Sunday in October). 
HOLIDAYS: New Year's Day (January 1st); Good Friday; Easter 
Monday; Victoria Day (May 24th); Dominion Day (July 1st); Civic Holiday 
(First Monday in August); Labour Day (First Monday in September); 
Thanksgiving Day (Second Monday in October); Remembrance Day 
(November 11th); Christmas Day (December 25th); Boxing Day 
(December 26th). 

Arrangements normally made to have crews available for those days. 
POLICE/AMBULANCE/FIRE: Police Tel: (204) 675-8821; Ambulance 
Tel: (204) 675-8881, Fire Tel: (204) 675-2222. 

FEL EPHONES: There is a pay telephone located outside Agent's office 
ing. 

BANKS: Royal Bank of Canada. 

STORING: Vessels may be stored by truck, which may proceed 

alongside. No forklift trucks available. Riggers may be employed. 

Customs regulations in force. 

SHORE LEAVE: Allowed, no restrictions. 

GARBAGE DISPOSAL: Removal of garbage ashore is not presently 

Permitted for vessels arriving from foreign ports. Steel mesh containers 

are however available at the dockside. Collection service is by Local 

Government District of Churchill and is available weekdays, excluding 

Public holidays, from 0800 hrs. to 1700 hrs.. Contact Public Works 

Department via ships agent. 
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WASTE OIL DISPOSAL: Not available at present. 

SEAMAN’S CLUBS: No seamen’s clubs, however the local community 
offers the use of a large recreational complex. Its facilities include a 
library, swimming pool, bowling alley, arena, gymnasium, hospital and 
restaurant. Church services are also available locally, as are shops, 
postal facilities, telephone, sports grounds, and museums. 
CURRENCY: Canadian Dollar (C$). U.S.$1.00 = C$1.3483 (7.6.94). 
DELAYS: Little delay. 

AUTHORITY: Canada Ports Corporation, Port of Churchill, P.O.Box 
217, Churchill, Manitoba, Canada ROB OEO. Tel: (204) 675-8823. 
FAX: (204) 675-2550. Contact: A.W. Johnson, Operations Manager. 
Captain W. Goodman, Harbour Master. 


CLARENVILLE, Newfoundland: 48.08 N. 53.56 W. 


DOCUMENTS: 

Crew List, Form 200 in duplicate. 

List of Ship's Stores, Form E1 in duplicate. 

Crew Declarations, Form Y.14 in duplicate. 

Manifests in triplicate. 

Bills of Lading in duplicate. 
PILOTAGE: Contact Pilot through St. John’s Radio (VON). Pilot usually 
boards off St. John’s. 
ANCHORAGE: Good anchorages in Random Sound. 
MAX. SIZE: Largest ship 644 ft. long, breadth 84 ft., draft 26 ft. 
HEALTH: See “Montreal”. 
RADIO: St. John's Radio (VON). 
TUGS: None available. 
bert" Newfoundland Hardwoods Wharf: Length 375 ft., depth at 
LW 28 ft. 
STEVEDORES: Available. 48 hours notice required. 
MEDICAL: Necessary for Agents to receive advance notice of medical 
attention required. Hospitals available in the community and St. John's. 
Vaccination/Fever Certificates necessary for Pratique. 
FRESH WATER: Limited supplies available. 
FUEL: Light fuels only (no bunkers). 
CONSULS: At St. John's. 
REPAIRS: Minor repairs possible. 
OPENING/CLOSING HATCHES: By crew. 
CERTIFICATES: Load Line, Safety Equipment, Derat Certificates. 
CUSTOMS ALLOWANCES: Tobacco 200 cigarettes allowed per crew 
member per week. Wine and/or Spirit, 1 bottle of spirit allowed per crew 
member on the first voyage in each year. Each subsequent voyage in 
one year, 1 bottle allowed only to officers. 
REPATRIATION: Only available by air. 
AIRPORT: Gander International Airport located about 2 hours distance 
by road/served by regular airlines. 
TIME: GMT minus 3.5 hours. Daylight saving time from first week-end 
in April to last week-end in October, clocks advanced 1 hour. 
HOLIDAYS: See “Montreal”. 
POLICE/AMBULANCE/FIRE: Fire 466-7777; 
Ambulance 466-2010. 
TELEPHONES: No facilities for placing on board. 
SERVICES: Only limited services available. 
GARBAGE DISPOSAL: No facilities available. 
WASTE OIL DISPOSAL: No facilities available. 
SEAMAN’S CLUBS: None. 
CURRENCY: Canadian Dollar. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Not required. 
AUTHORITY: Canadian Coast Guard, P.O.Box 1300, St. John's, 
Newfoundland, A1C 6H8, Canada. Tel: (709) 772-5154. Telex: 016- 
3369. FAX: (709) 7725127. Contact: D. A. Lester, Regional Manager. 


AGENT: Newfoundland Hardwoods Ltd. 


Police 466-3211; 


COLLINGWOOD, Ontario: 44.30 N. 80.30 W. 
(See Plan) 


LOCATION: Collingwood Harbour is situated on Nottawasaga Bay at 
the extreme Southern end of Georgian Bay, Lake Huron, about 160 km. 
North of Toronto. 

RESTRICTIONS: Depths: Approach Channel 7.2m. Turning Basin 
6.1 m. Inner Harbour 6.1 m. 

Navigation Season: Mid-March to late December. 


BERTHING: 
Berth Name Length Depth 
No. (m.) (m.) 
Bi Small Boat Wharf 153.0 3.0 — 5.1 
B2 North Terminal Wharf 141.0 6.4 
B3 South Terminal Wharf 76.0 6.4 
B4 East Harbour Wall 140.0 5.0 
BS Mooring Station 140.0 5:1 


B6 Terminal Wharf (Private) - - 
BULK HANDLING FACILITIES: There is a private grain elevator at the 
Terminal Wharf. 

FUEL: Bunkering by road tanker. 
AUTHORITY: Harbours and Ports, Canadian Coast Guard, 201 N. Front 
Street, Suite 703, Sarnia, Ontario, N7T 8B1 Canada. Tel: (519) 383- 
1942. FAX: (519) 383-1996. Contact: Regional Manager. 

Port Official: Mr. Charles Sandell, Harbour Master/Wharfinger. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


COME-BY-CHANCE, Newfoundland: 
47.48 N. 54.01 W. (See Plan) 


LOCATION: The Newfoundland Processing Limited plant is located in 
Placentia Bay. The Terminal position is Lat. 47°48’ 18"N., 
Long.54° 00’ 35” W. 

DOCUMENTS: 

3 copies Crew Declaration (Form Y14). 

3 copies Ship Stores List (Form E1). 

3 copies Immigration Crew List (Form IMM 200), only Canadian form 

accepted. 

2 copies of Bill of Lading or Manifest. 

In addition, Customs Clearance from last port, Derat Certificate, extra 
copy of Crew List, Vaccination List, Ship's Register, Radio Equipment 
Certificate, Safety Equipment Certificate, Load Line Certificate and Non- 
Canadian Ship Compliance Certificate. Oil Record log book should be 
up to date and readily available for inspection by Government Steamship 
Inspectors. 

PILOTAGE: The Placentia Bay compulsory pilotage area is composed 
of 2 areas, namely:- 

Zone “B” which starts off Argentia, approximately 30 miles from the 
terminal. Pilotage is compulsory for all vessels over 223 m. (731.62 ft.). 

Zone “A” which starts off Southern Harbour, approximately 6 miles 
from the terminal. Pilotage is compulsory for all vessels. 

Pilots: The pilot boarding station for vessels subject to pilotage Zone 
“B” is located near Red Island Shoal. The approximate position is:- 
Latitude 47° 22.3’ N. 
Longitude 54° 05.6’ W. 

The pilot boarding station for vessels subject to pilotage Zone “A” is 

located near Coombes Rock. The approximate position is:- 

Latitude 47° 42.3’ N. 

Longitude 54° 03.3’ W. 
Arrivals: To avoid a delay in ordering a Pilot, Masters of vessels bound 
for the Come-By-Chance Terminal must forward their request for Pilots 
to “Pilots St. John's” as follows:- 
First notice 12 hours prior to the ETA (GMT) at the appropriate boarding 
station stating: 

(a) Which boarding station the Pilot is required at. 

(b) Name. 

(c) Call Sign. 

(d) Deepest draft. 

(e) Speed. 

(f) Agent. 

(g) Length, breadth, moulded depth, deadweight tonnage and the 
largest net registered tonnage. 

Second notice 3 hours prior to the ETA (GMT) at the appropriate 

boarding station. 

Departures/Movages: First notice 9 hours prior to the ETD (Local time). 
Second notice 3 hours prior to the ETD (Local time). 
Embarkation/Disembarkation: Masters of calling vessels are reminded 
of their obligation to comply with statutory rules and are recommended 
to comply with the following: 

(a) The Officer responsible for embarkation/disembarkation of the 
Pilot is a watchkeeping officer. 

(b) The pilot ladder is secure. 

(c) The pilot ladder is adequately illuminated at night. 

(d) Means are provided to enable the Pilot to pass safely and 
conveniently from the head of the pilot ladder into the ship or on 
to the ship's deck. Portable stanchion, if used, should be 
independently secured to the rail or deck, one on each side of 
the ladder. 

(e) The ladder is in good condition and its treads remain horizontal. 
The treads to have a rough surface. 

(f) The ladder is rigged so that each step rests firmly against the 
ship's side. 

(g) Spreaders are provided not more than 10 ft. apart, to prevent the 
ladder from twisting. 

(h) Manropes should be available, but should not be lowered unless 
requested by the Pilot. 

(i) A lifebuoy with a self igniting light and a heavy line should be 
available. 

(j) The ladder should be rigged well clear of overboard discharge 
and deck scuppers. 

If the pilot ladder is not safe, the Pilot may refuse to board and thus 

cause unnecessary delay to the ship. 

ANCHORAGE: Will be assigned by the Pilot in conjunction with 
Transport Canada, Coast Guard. 

i ge Will be dispatched by Transport Canada to ship's Agent. 


Berth No. 1 Max. Size — 325,000 d.w.t. 
LOA (berth) — 1,520 ft. 
Max. Draft _ 85 ft.-90 ft. 
Water Depth — 110 ft. 

Berth No. 2 Max. Size _— 67,000 d.w.t 
LOA (berth) — 1,500 ft. 
Max. Draft _ 40 ft.-43 ft. 
Water Depth _ 48 ft. 


HEALTH: Vessels arriving from a foreign port may obtain pratique by 
radio from “Quarantine St. John’s” at least 12 hours before arrival. 
Information required by Quarantine Officer shall include: 

Name and nationality of the vessel. 

Last port of call. 

Nature of cargo. 

Number of crew and passengers. 

Port of destination. 

Name of Agent. 

Conditions of health of all on board with details of any sickness or 

death incurred during the voyage. 
Animals if any. 
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RADIO: The best radio stations to use en route to Come-By-Chance 
are: 

St. John’s Marine Radio — call sign VON. 

Halifax Marine Radio — call sign VCS. 

St. Lawrence Marine Radio — call sign VCP. 

To avoid a delay in weipenebad a Pilot, Masters of ships bound for Come. 
By-Chance must report by , W/T or Telex, their ETA to Vessel Traffic 
Management at St. John’s at least 24 hours before vessel's ETA at the 
pilot boarding station. The times should preferably be in GMT, but 
whatever time is used it should be expressly stated. ETA should be 
confirmed or corrected 12 hours and 6 hours prior to arrival at the pilot 
boarding station by R/T, W/T or Telex through VON Marine Radio 
pore St. John’s or via any Coast Guard Radio Station. Also see 
“Pilotage”’. 

Pilotage messages may be forwarded through the nearest Canadian 
Coast Guard Radio Station. Direct requests can be made through 
St. John’s Traffic Centre on VHF Channel 11 and Placentia Traffic on 
VHF Channels 12 and 14. Placentia Traffic Tel. (709) 227-2181. 

The requirements for water, fuel and ballast should be made known 
to vessel's Agent in the 72 hour ETA. 

TUGS: Tugs will be stationed at Come-By-Chance to assist vessels in 
berthing and unberthing. 

BERTHING: The jetty extends 914m. from the shore. Berth No. 1 
(outside) can accommodate 325,000 d.w.t. tankers. Length of berth face 
463 m. Depth of water alongside 95 ft. Berth No. 2 (inside) can 
accommodate tankers up to 70,000 d.w.t. Depth of water alongside 48 ft. 

Both berths are equipped with hydraulic operated loading arms which 
= a with a speed-seal hydraulically operated manifold coupling. 

rth One 


Loading Arm Coupling Product 
(in.) 
1 16 Crude and Ballast 
2 16 Crude 
Ballast 

3 16 Crude, Ballast, 

Residual 
4 16 No. 2 Oil, 

Jet Fuel 


5 10 Bunker “C” 
Note: Berth No. 1 is connected by 1 x 42 in. crude line to the tank farm 
which is at 90 ft. elevation and approximately 2,136 m. away. 
Berth Two 


Loading Arm Coupling Products 
(in.) 
6 10 Clean Products 
Ballast 
7 10 Same as No. 6 
8 10 Clean Products 
Ballast 
Fuel 
Residual 
9 10 Same as No. 8 
10 8 Bunker “C” 
11 10 Sulphur 
12 6 Propane (Manually Operated) 
13 4 Propane Vapour (Manually 


Operated) 
Note: The product tanks are approximately 1,707 m. away at elevations 
ranging from 80 ft. to 100 ft. 

Facilities for discharging ballast are available at both berths. The 
pumping distance is approximately 1,525 m. away to a tank at 62 ft. 
elevation. 

MEDICAL: Masters are requested to notify their Agents at least 72 hours 
prior to arrival, advising the number of crew to see the doctor and their 
complaint. The doctors work out of hospital which is about 48 km. from 
the berth. 

FRESH WATER: Limited quantities of fresh water available. Rate of 
60 U.S. gallons per minute. 

FUEL: Ship’s bunkers are available. Bunker requirements, including 
quantities and specifications, should be made known in the 72 hour 


message. 

FIRE PRECAUTIONS: Usual precautions for a refinery. 

CONSULS: The following countries have Consular Representatives in 
St. John’s: 


Brazil Germany Malta Spain 
Denmark Iceland Netherlands Sweden 
France Ital Portugal 


y 
REPAIRS: The Agent should receive early advice of requirements, as 
most repairs are only available at St. John’s (Radio, radar, gyro, Satnav 
and Loran, etc.). The technicians for such equipment work out of 
St. John's. The following brand names have representatives in 
St. John’s: Racal-Decca, Marconi, Kelvin Hughes, Furono, Atlas and 


Sperry. 

SURVEYORS: Stationed in St. John's: Lloyd's, B.V., N.K.K., A.B.S., 
Germanischer Lloyd, Italian Registry, Russian Registry, China Corp. and 
Honduran Registry. 

GANGWAY/DECK WATCHMEN: Usually ship's crew. 

CUSTOMS ALLOWANCES: Each crew member is allowed 200 
ae and one 40 oz. bottle of wine or spirits per week. 
REPATRIATION: No formal facilities, however crew changes and 
repatriation can be carried out. Prior notice to Agent is required. 
AIRPORT: Nearest airports are St. John’s, 152 km. away, and the 
Gander International Airport, 206 km. away. 
POLICE/AMBULANCE/FIRE: The Police are located in Clarenville. 


Telephone: 466-3211 
Hospital located in Clarenville. 
Telephone: 466-3411 


The Fire Department located at refinery. 
Telephone: 463-8811 (Ext. 14) 
There is a 24 hour medical clinic at Come-by-Chance, Tel: 542-3500. 
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TIME: GMT minus 3.5 hours. First Sunday in April clocks advanced 
¢ hour. Last Sunday in October clocks retarded 1 hour. 


TELEPHONES: Available at agent's office. 


SERVICES: Supplies & Laundry: Stores and provisions have to be 
obtained in St. John’s. In order to avoid delays, Agent should be notified 

rior to arrival, of the vessel's requirements. Stores and supplies will be 
delivered by barge, tug, or small boat, or by truck at the dock. Laundry 
facilities are not available in Come-By-Chance, but if required will have 
to be sent to St. John’s. Therefore, early notification is required. 


TERMINAL REGULATIONS: With the object of protecting all concerned 
against the possibility of fire hazards, oil and smoke pollution, etc., 
vessels calling at Come-By-Chance must comply with the following 
Safety Regulations, as well as any prevailing Government Safety 
Regulations or other Regulations, which may be issued by proper 
authorities from time to time. 

(a) SMOKING and the use of naked lights is strictly prohibited on 
board vessels alongside the berths, except in those enclosed 
spaces aboard ship specifically designated by the Master as 
“SMOKING AREAS.” 

(b) FIRE WIRES of steel must be hanging over the side of the 
manifold off side bow and quarter whilst alongside to enable tugs 
to connect readily in an emergency situation. The towing eye 
should be lowered to reach the water line at the vessel's minimum 
draft on the berth. 

(c) BOILER TUBES must not be blown whilst vessel is alongside 
and every precaution must be taken to prevent sparks and soot 
particles escaping from the funnel. 

(d) SCUPPERS must be securely plugged before loading/ 
discharging commences and all possible care taken to avoid 
spillage on overflow. 

(e) SPILLAGE TRAY or other receptacle should be placed under the 
flange connection at the vessel's manifold. 

(f) OIL absorbing material in a suitable quantity should be placed in 
the proximity of the manifold. 

(g) ENGINE REPAIRS must not be made alongside if they will 
prevent the prompt sailing in an emergency, or upon completion 
of cargo transfer. 

(h) WORK on deck or hull that could cause sparks is not allowed. 

(i) INERT GAS GAUGING: At its discretion, Refinery may require 
that all crude carrying vessels arrive at the terminal with cargo 
tanks inerted and that tanks will remain inerted throughout 
discharge. If vessels are instructed to arrive with inerted tanks, 
Refinery retains the right to request depressurisation of the tanks, 
under A.P.| guidelines, to allow measurements by designated 
inspectors, subject to any restraints by regulatory agencies and 
to Master's satisfaction and consent that same is deemed safe 
for the vessel, such consent not to be unreasonably withheld. 
Vessels discharging at the Refinery are considered as having 
warranted that they are equipped with a properly working inert 
gas system and that officers and crew are experienced in the 
operation of same. Any time lost due to improper operation of the 
vessel's inert gas systems should not count as laytime. 

(j) CRUDE OIL WASHING: All vessels discharging crude oil at the 
Refinery will, at the discretion of the Refinery, be required to 
perform crude oil washing. Vessels are to provide any advance 
information or technical data that may be required relative to the 
conduct of such crude oil washing operations. Vessels are 
required to consent to crude oil washing of cargo tanks and 
consent to conduct same simultaneously with discharge of cargo. 
Any additional time consumed as a result of crude oil washing, 
up to a maximum of 6 hours or pro-rata on the basis of number 
c washed to the number of tanks loaded, shall constitute used 
aytime. 

(k) LIGHTS of any description other than those permitted and 
approved by a recognised Classification Society or Government 
Department for use in a vapour atmosphere are not allowed. 

(!) CARGO: During cargo transfer or ballast operations or when not 
in a gas free condition, all vessels shall show a red signal during 
the day and a red light during the night. 

(m) TRANSFER OPERATION shall not be started, or if started, shall 
be discontinued by either the Duty Officer of the vessel or the 
Terminal Supervisor, when any of the following conditions come 
to his attention. 

1. During severe electrical storm. 

2. If a fire occurs on the vessel or terminal. 

3. If there is not sufficient competent personnel aboard the vessel 
or on the terminal to safely handle the cargo operations in 
progress. 

4. Should any condition develop which represents a hazard to 
the vessel or Terminal installation. 

(n) FIREFIGHTING equipment of ships alongside must be kept ready 
for instant use at all times. 

(0) GAS-FREEING is not allowed alongside the berths without 
permission of the Terminal Supervisor. 

(p) MOORING of boats or craft with mechanical propulsion alongside 
a vessel loading/discharging or in the process of deballasting is 
not allowed, unless special permission has been given by the 
Terminal Supervisor. 

(q) UNAUTHORISED or apparently intoxicated or disorderly persons 
shall be prohibited from entering the Terminal. 

(t) NOTHING in these Regulations will relieve Masters of their 
responsibilities in observing the normal safety fire prevention and 
security regulations. Terminal personnel are authorised to advise 
and request Masters of calling vessels to take additional 
measures to ensure a higher degree of safety, if they find such 
advice and request warranted. 
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(s) NON-COMPLIANCE with Safety regulations may result in 
discontinuation of cargo operations, which will only be resumed 
upon correction of the infringement and strict compliance with the 
regulations. A vessel will accordingly be held responsible for any 
cost and delay, which arise from non-compliance with the safety 
procedures as outlined. 

SHORE LEAVE: In order to comply with Immigration Regulations, crews 
should be carefully checked before sailing, and any missing crew 
member reported to Agent. 

In case of crew members left ashore for any reason, Masters are 
requested to furnish a letter accepting responsibility for all expenses 
incurred, advances (if any) and also instructions for repatriation. An 
Immigration Bond may be required. 

GARBAGE DISPOSAL: Available through POB Industrial Services Inc. 
Arrangements must be made through Agent. 

WASTE OIL DISPOSAL: Facilities available. Contact Newfoundland 
Processing Ltd. Tel: (709) 4638811. 

Due to ballast tank not being heated, the refinery will test oil to be 
disposed and determine whether or not to take it. 

SEAMAN’S CLUBS: None locally. Facilities available at St. John’s 
(150 km.) and Clarenville (50 km.). 

CURRENCY: Canadian Dollar. 

WEATHER: Ship’s Officer's Report: The prevailing winds are from the 
S.W. in Summer and N.W. in Winter. Fog is experienced regularly in 
April, May, June and July, the latter two months being the worst. The 
fog is usually associated with a Southerly wind. 

There is no shelter afforded on the North, East and South sides of 
the quay and only a nominal amount on the West side. 

Local Pilots report that the range of tide is between 5.5 ft. and 8.5 ft. 
which can increase if the wind has been blowing from the South for any 
length of time. 

CHARTS: Canadian Hydrographic Charts, S.E. coast of Newfoundland. 
No. 4617 Red Island to Pinchgut Point. 

4618 L(D2) Head of Placentia Bay. 

4620 Come-By-Chance Harbour. 

4622 L(D2) Cape St. Mary's to Argentia Harbour 

and Long Island. 

GENERAL: Masters are strongly advised to contact their Agent 72, 48, 
36, 24, 12 and 6 hours with ETAs. In the 72 hour message Masters 
should advise all port requirements. 
AUTHORITY: Transport Canada, Canadian Coast Guard, 
Newfoundland Region, P.O. Box 1300, St. John’s, Newfoundland A1C 
6H8. Tel: (709) 772-5154. Telex: 016-3369. FAX:(709) 7725127. 
Contact: D.A. Lester, Regional Manager, Harbours and Ports. Carl 
Osborne (Tel: 463-8528). 

Newfoundland Processing Limited, P.O.Box 40, Come-By-Chance, 
Newfoundland AOB 1NO. Tel: (709) 463-8811. FAX: (709) 463-8076. 
Contact: W. Martin, Port Director. 


AGENT: Blue Peter Steamships Limited, P.O. Box 6030, St. John’s, 
Newfoundland, Canada, A1C 5X9. Tel: (709) 726-2444. 
Come-By-Chance: Tel: (709) 463-8841. Fax: (709) 463-8846. 


CONTRECOEUR, Quebec: 45.53 N. 73.12 W. 
(See Plan) 


LOCATION: The Contrecoeur Transfer Dock is located on the South 
shore of the St. Lawrence River, approximately 25 miles East and 
downstream from Montreal. (Canadian Chart 1339, Admiralty 422). 
ret deucsahly HEALTH, RADIO, etc.: Refer to “Montreal” and 
“Quebec”. 

PILOTAGE: Compulsory. River Pilot docks and undocks vessels. 
Boarding at all hours. 

ANCHORAGE: Available at Lanoraie 15 miles East of dock and Sorel 
20 miles East of dock. Also at Contrecoeur, off the berth. 
RESTRICTIONS: Hatch openings must not be less than 25 ft. x35 ft. 
Vessels will be required to vacate the berth immediately after completion 
of loading and/or discharging. Masters and/or Agents to advise ETA 
36 hours and 24 hours. If any change after 24 hours notice, Terminal 
will have to assess standby time changes. 

MAX. SIZE: 850 ft. length; 105 ft. beam; 35 ft. depth chart datum; fresh 
water, (subject river levels and recommended keel clearance, average 
river levels vary from +7 ft. above chart datum (April, May) to +3 ft. 
(Aug., Sept.) with extremes recorded of +10 ft. and +1.5 ft.). 

RADIO: Arrival Notice: Cable address: CONORE, Montreal. Master or 
Agent to advise the Terminal of vessel’s ETA 48 hours, 24 hours, 
12 hours and 6 hours prior to vessel's arrival. 

Also see “Restrictions”. 

TUGS: Requirement based on size of ship and weather conditions. 
BERTHING: Ships will be berthed in regular turn of vessels, providing 
they present with hatches open, ready for discharging and/or loading, 
based on the following reporting procedures; 

(i) Downbound vessel reported out Cote Ste Catherine Lock before 
upbound vessel passes Trois Rivieres Pilot Station will have 
precedence and vice versa. 

(ii) Downbound vessel reported clear of Montreal Wharf before 
upbound vessel passes lle des Barques reporting station will have 
precedence and vice versa. 

(iii) In cases of two upbound vessels, the first passing Trois Rivieres 
Pilot Station will be first in turn. 

Berthing Facilities: The dock is 1,500 ft. in length and is divided into 
two berths. Berth No. 1 is 750 ft. in length with dredged depth alongside 
of 35 ft. fresh water chart datum. It is fitted with two Wellman travelling 
towers equipped with 7.5 cu.yard grabs with outreach of 57 ft. from 
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fenderline. The tower travel is 476 ft. centre to centre. Concrete pad 
measuring approx. 600 ft. x 140 ft. is located adjacent to Berth No. 1 
and can accommodate approx. 75,000 tons of material stowing less 
than 20 cu.ft./ton. 

Berth No. 2 is 485 ft. in length with dredged depth alongside of 22 ft. 
chart datum. It is fitted with a stationary boom shuttle for loading bulk 
materials into vessels. This shuttle is reversible for loading to trucks or 
rail cars. Bulk commodities can be handled: 

(a) Direct from vessel to vessel. 

(b) Direct from vessel to truck or rail cars. 

(c) Indirect from vessel to pad for stockpiling by truck or reloading to 

vessel. 

Unlimited oerage capacity is available for stockpiling bulk and non- 
bulk materials. Material is reclaimed from dead storage area and 


returned by trucks to pad for reloading aboard vessels or into rail cars. 


The working capacity of discharging or loading free digging bulk 
materials with a stowage factor of less than 20 cu.ft./ton is as follows: 


Transferring direct from vessel to vessel.......... 1600 L/T per hour 
Discharging from vessel to dock ................. 1800 L/T per hour 
Loading from dock to vessel. ...............---5- 1800 L/T per hour 
Transferring from vessel to rail cars .............. 900 L/T per hour 
Transferring from vessel to trucks................ 1200 LT per hour 


The railway siding on the dock property can accommodate 70 railway 
cars. Dock storage and dead storage areas are available by 
arrangement. Materials can be held in bond subject to Canadian 
Government Regulations. 

STEVEDORES: Available at following times: Regular working periods 
are from 0800 hrs. to 1600 hrs., Monday to Friday. Under special 
arrangement, work performed outside regular hours. Periodically 
working around the clock. 

MEDICAL: Doctor and hospital available. 

FRESH WATER: Available. 

FUEL: Available. 

HOLIDAYS: Legal holidays are as follows: Good Friday, Victoria Day, 
St. Jean Baptiste Day, Canada Day, Labour Day, Thanksgiving Day, 
Remembrance Day, December 24th, 25th and 26th and January 1st. 
AGENCY: Contrecoeur Terminal does not handle ship agency. 
Shipowners or Charterers appoint their own Agents for attending ships’ 
requirements. 


AUTHORITY: Contrecoeur Terminal (A_ division of Logistec 
Stevedoring), 1920 Marie-Victorin, Contrecoeur, Quebec, Canada 
JOL 1CO. Tel: 514-877-4000 (General), 514-877-4002 (Traffic). 


FAX: 514-877-4011. Contact: R. Daigle, Traffic Manager. 


CORNER BROOK, Newfoundland: 48.57 N. 57.57 W. 
(See Plan) 


DOCUMENTS: 
3 Crew Lists — Form IMM.200. 
3 Crew Declaration — Y.14. 
3 Bonded Store List — E.1. 
2 Maritime Declaration of Health — Form QS 2001. (Not required from 
USA port) 


2 Manifests of Cargo (In Transit) and Manifest of cargo for discharge. 


Required by Agent: 

Vessel Expiry Dates for Canadian Customs: 

Load Line Certificate 

Radio Equipment Certificate 

Safety Equipment Certificate 

Derat Certificate 

Safety Construction Certificate 

Non-Canadian Compliance Certificate (Tankers only) 
APPROACHES: Corner Brook Harbour is approximately 20 miles inland 
from South Head. South Head commands the Southern entrance to the 
Bay of Islands. There are no off-lying shoals near the approaches. 
PILOTAGE: Pilot launch is called G/enkim fitted with radio telephone, 
receives on 2182, 2558, 2134 and 2582 kHz. Radar and VHF onboard. 
Pilot Station, Frenchman's Head. Pilotage compulsory, operated by 
Atlantic Pilotage Authority with head office in Halifax. During the ice 
season, Pilots will board from tug /ndian Lake approximately 1 mile from 
Corner Brook Pulp and Paper Ltd. berths. The tug is also fitted with 
VHF. Also see “Radio”. 
ANCHORAGES: Good anchorages in Outer Bay. Most convenient is in 
Humber Arm off Petitpas Cove in 15 to 20 fathoms. Masters requested 
to contact local Pilots regarding anchorage as a submarine cable enters 
waters of Humber Arm at Wild Cove and continues out of the bay to 
Frenchman's Head. 
MAX. SIZE: Max. size tankers handled — LOA 600 ft., max. draft 32 ft. 
at Corner Brook Pulp and Paper Ltd. No. 4 Berth. 
HEALTH: Pratique is granted when all crew have been vaccinated and 
no suspected sickness on board. Pratique is automatic when from a 
quarantine port or non-quarantine port, provided Port Health Authorities 
have been established. Also see “Montreal”. 
RADIO: For short range: Stephenville Marine Radio operated by DOT. 
WT 500 and 416 kHz. RT call letters VOJ. Receives 2182, 2598, 2134, 
2582 kHz. For long range: Via Halifax Marine Radio. 
Advice of Arrival: (Vessels docking at premises of Corner Brook Pulp 
and Paper Ltd.) ETA messages should be sent (to cable address — 
“Krugship”) in GMT, 72, 48, 24 and 12 hours notice recommended. All 
messages sent to Agents will be given local Pilots and Customs. Cash 
requirements and other items requiring immediate attention on arrival 
should be given in the 48 hours ETA. 

It is also recommended that notices advise number of gangs vessel 

can work, also if there is cargo for discharge, quantity and holds stowed. 
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Other Port Users: Same as Corner Brook Pulp and Paper Ltd. excep} 
when destined for Westerm (1983) Ltd., send to cable address 
“Westerm’”’. 

VHF: Humber Arm Harbour Master on VHF Channels 16, 14, 12, 11, 
19A, and 24. Corner Brook Pulp and Paper Ltd. shipping office on 
Channels 16, 14 and 24. 

TUGS: Not available. 

BRIDGES: None. 

BERTHING: Corner Brook Pulp and Paper Ltd. Wharves located near 
centre of city waterfront. Consist of 4 berths, and are continuous. Run 
parallel with shore line. Total length 1,650 ft. Max. draft 28 ft. in No. 1 
Berth, elsewhere 32 ft. in No. 2 & 3 and 26 ft. in No. 4 at low tide. Fresh 
water and electric power available. 

Vessels loading normally dock port side to No. 2 Berth. Oil and caustic 
soda tankers discharge port side to No. 4 Berth. General cargo is 
normally discharged port side to No. 4 Berth. 

North Star Cement Wharf: Wharf consists of 3 dolphins. Depth of water 
24 ft. at Western end and 17 ft. on inner end. Partly laden tankers of 
T-2 class discharge at this wharf. 

Imperial Oil Ltd.: Discharging pier depth of 30 ft. minimum at low tide. 
Full laden tankers of the T-2 class can discharge. 

Irving Oil Company Ltd.: (Pier destroyed in 1991, awaiting decision on 
replacement). Discharging pier with depth of water at Eastern end of 
30 ft. and at Western end 26 ft. Tankers discharge with the forward draft 
restricted to 26 ft. 

Gulf Oil Ltd.: Discharging pier has a depth at Eastern end of 28 ft. and 
at Western end 22 ft. T-2 tankers may discharge with restricted drafts 
accordingly. 

Ultramar Canada Inc.: Discharge oil at Gulf Oil Wharf. 

Department of Transport Wharves: Length of wharf is 1,200 ft. Steel and 
concrete structure. Depth of water alongside is 32 ft. to 34 ft. Shed 
measures 190 ft. by 120 ft. by 20 ft. high, for a capacity of 456,000 cu.ft. 
Fresh water is available. General cargo is handled. 

CRANES: Mobile crane available at Corner Brook Pulp and Paper Ltd. 
— capacity 11 tons from ship’s hold, 18 tons from deck. There is also a 
220 ton stationary crane operated by Oceanx. 

Other port users: From local rental Agent. Maximum 65 tons. 
STEVEDORES: (Vessels at Corner Brook Pulp and Paper Ltd. 
premises) 

Working Hours: 


0800 to 1200 — 2 gangs 
1200 to 1230 — Lunch break 
1230 to 1630 — 2 gangs 
1630 to 2030 — 2 gangs 
2030 to 2100 — Meal break 


2100 to 0100 — 2 gangs 
Overtime: Can be worked Mondays to Saturdays (day gangs) 1630 to 
2100 hrs. if requested. 
MEDICAL: Hospital available. If ships’ Crew members require 
emergency medical attention on board immediately on arrival, this 
should be stated in message to Agents, together with ETA. Otherwise, 
doctor appointments can be arranged during regular office hours. 
TANKERS: It is recommended by local Pilots that oil tankers for North 
Star Cement Wharf arrive and sail in daylight, otherwise there are no 
special requirements except usual advance notice should be given to 

ents in order to arrange linesmen. See “Berthing”. 

DENSITY: Average 1015; High water, Easterly wind 1025; High water, 
Westerly wind 1008; Low water 1005. 
FRESH WATER: Fresh water available at Corner Brook Pulp and Paper 
Ltd. berths — $1.00 per ton plus $40.00 service charge and Westerm 
(1983) Ltd. — $1.00 per ton plus $30.00 service charge. Fresh water 
also available at other docks. 
FUEL: (Vessels at Corner Brook Pulp and Paper Ltd. premises). Gas 
oil and marine diesel available by truck delivery from local oil companies. 

Other port users: Available at DOT docks by tanker trucks. 
CONSULS: Nearest consuls are in St. John's approximately 450 miles. 
Brazil, Denmark, Dominican Republic, France, Germany, Iceland, 
Netherlands, Norway, Portugal, Spain, Sweden. 

REPAIRS: Minor ship repairs carried out. No dry docks available. Radar 
and VHF repairs possible. 

OPENING/CLOSING HATCHES: (Vessels at Corner Brook Pulp and 
Paper Ltd. premises). Opening and closing hatches is normally done by 
ship's crew. Rigging ship's gear is normally done by stevedores. 
CUSTOMS ALLOWANCES: On arrival per crew member: 3 Ib. tobacco 
or 300 cigarettes or 75 cigars. Two dozen beers or 60 oz. spirits. 
Additional issue will be made after 7 days in port. 2 Ib. tobacco or 200 
eyonne or 50 cigars. 1.5 dozen beers or 40 oz. spirits. 
REPATRIATION: All necessary crew changes and repatriation facilities 
available. 

AIRPORTS: International Airport, 222 miles from Corner Brook, at 
Gander. Stephenville Airport, Air Canada and CP, 50 miles from Corner 
Brook. Deer Lake Airport, CP service available, 30 miles from Corner 
Brook. 

TIME: NST-GMT less 3.5 hours. Newfoundland Daylight Saving Time - 
GMT less 2.5 hours, first Sunday in April to last Sunday in October. 
HOLIDAYS: Following applies to ships docking at premises of Corner 
Brook Pulp and Paper Ltd. Newsprint Manufacturers and Shippers. 
January 1st — New Year's Day 

July — Dominion Day (normally first Monday in July) 

September — Labour Day (first Monday in September) 

December 25th — Christmas Day. No work is performed after 1600 hrs 
on Christmas Eve (December 24th), nor on New Year's Eve (December 
31st). 

Sunday — As per Union agreement. Work can be performed at time and 
a half rates as follows: June, July and August — a maximum of 3 
consecutive Sundays. Remainder of the year — no restriction. 

Other port users: Similar to Corner Brook Pulp and Paper Ltd. 
POLICE/AMBULANCE/FIRE: Police: Alongside Corner Brook Pulp and 
Paper Ltd., Ext. 274, Mill Guards. Local Police. Area Code: (709) 637- 
4400. 


ambulance: Alongside Corner Brook Pulp and Paper Ltd., Ext. 274, 
Ambulance. City Area Code: (709) 634-5611. 
Fire: Alongside Corner Brook Pulp and Paper Ltd. Ext. 274, Mill Brigade. 
City Area Code: (709) 634-4333. 
Hospital: 634-5000. 
TELEPHONES: (Vessels at Corner Brook Pulp and Paper Ltd. 
premises). None available on board ships, but phones are on the wharf 
in nearby offices. 

Other port users: Can be available at installation and service costs. 
SERVICES: Compass adjuster can be engaged. 
SHORE LEAVE: Discretion of Master. No port regulations. 
IDENTITY CARDS: Every Crew member should be in possession of 
some form of identity card. 
GENERAL: Ice coverage can be expected between January 1st and 
April 15th. Shipmasters should contact “Ecareg Ice Halifax", Nova 
Scotia, Tel: (Area code 902) 526-5664 or 426-5665. Telex No. 019- 
22625 for routing and Icebreaker assistance. 36 hours ETA in Cabot 
Strait is required. 
AUTHORITY: Transport Canada, 9 Forrestside Street, Corner Brook, 
Newfoundland, Canada A2H 4R3. Contacts: Mr. Ellison Butt, Harbour 
Master. Tel: (709) 6374282. FAX: (709) 6391076, or Terminal Manager, 
Westerm (1983) Ltd., Tel: (709) 6398961. Telex: 016-44193 (Westerm 
Cnbk). Cables: Westerm. 

Mr.D.Kearley, Customs and Immigration, Tel: (709) 6374494. 

Mr.B.Mitchell, Shipping Superintendent, Corner Brook Pulp and Paper 
Ltd. Tel. (709) 6342810 or 637-3291. Telex: 016-44278 (Krugship 
Cnbk.). Cables: Krugship. 


CORNWALL, Ontario: 45.01 N. 74.43 E. (See Plan) 


LOCATION: Cornwall Harbour is located on the North shore of the 
St. Lawrence River, 120 km. West of Montreal. 
RESTRICTIONS: Navigation Season: Mid-April to Mid-December. 
Depths: Approach Channel 8.2 m. 
TUGS: Available. 
BERTHING: Government Wharf: Length 175 m. Depth 8.2 m. 
FUEL: Available by road tanker. 
REPAIRS: Minor repairs possible. 
SERVICES: Private tank farm. Storage and warehouse facilities. Divers 
available. 
AUTHORITY: Harbours and Ports, Canadian Coast Guard, 201 N. Front 
Street, Suite 703, Sarnia, Ontario, N7T 8B1, Canada. Tel: (519) 383- 
1942. FAX: (519) 383-1996. Contact: Regional Manager. 

Port Official: Nick Kaneb, Wharfinger. 


COWICHAN BAY, B.C.: 48.45 N. 123.36 W. (See Plan) 


LOCATION: Lat. 48° 44' 50” N., Long. 123° 36’ W. Cowichan Bay is 
entered from Satellite Channel Southward of Separation Point and 
extends 4.8 km. Westwards, terminating in a large mud flat that is the 
estuary of the Cowichan and Koksilah Rivers. 
APPROACHES: The bay is deep and without danger. The deep sea 
berths at the S.W. corner of the bay on the edge of the mud flat have 
deep, open water approaches. 
PILOTAGE: Compulsory, Pacific Pilotage Authority rates. 
ANCHORAGE: Cowichan Bay Anchorage — 8 permanent anchorages 
in depths of approx. 40 m. — 50 m. on a line starting 700 m. S.S.W. of 
Skinner Point and ranging with 3 designated anchorage along the 
Northern side of Cowichan Bay to Separation Point and then on the 
Southern side of Satellite Channel with 5 designated anchorages from 
Separation Point to 1,000 m. North of Hatch Point. Anchorage can also 
be afforded to small vessels at Genoa Bay, in depths of 4.6 m. — 11 m. 
which has a rock marked by a beacon in the middle of its entrance, and 
two other rock hazards nearby. 
MAX. SIZE: Largest Vessel: LOA 200.51 m., beam 30.89 m. 
TUGS: Tug services at Cowichan Bay are provided by Falt Towing Ltd., 
1805 Pritchard Road, Cowichan Bay, B.C. VOR 1NO. Tel: 748-8175. Falt 
Towing has one 500 h.p. and two 300 h.p. tugs operating from Cowichan 
Bay and can supply additional tugs as required with a minimum of 
48 hours’ notice. 
BERTHING: Deep Sea Vessels: The CNR Wharf is owned by Canadian 
National Railways and is operated by Westcan Terminals Ltd., P.O. Box 
1442, 189 Dallas Road, Victoria, B.C. V8W 2X2. Tel: 386-1321. 
Telex: 049-7312. The deep sea wharf consists of two berths used mainly 
for loading forest products. 
be ie No. 1 (South end) has a length of 155 m. and a depth alongside 
3m. 
of mo No. 2 (North end) has a length of 198 m. and a depth alongside 
3m. 
At a distance of 3 m. from the wharf face the minimum depth alongside 
for No. 1 is 9.9 m. and No. 2 is 9.7 m. 

Log bundles can be made available to adjust the vessel's position 
alongside for draft considerations. 

The South end of Berth No. 1 has a rail barge slip which connects to 
the rail car handling and loading facility at the terminal and the rail lines 
on Vancouver Island. 

Note: Berth depths alongside CNR Wharf taken from depth survey by 
Canadian Hydrographic Service April and May 1980. 


CANADA 


Smail Vessels: There is a Government Wharf situated on the South 
shore for small vessels only, with depths of 5.2 m. — 6.1 m. alongside. 
A pile and timber breakwater protects several floats attached to the 
Eastern and Western sides of the wharf approach structure. The area 
inside the breakwater and East of the wharf has been dredged to a 
depth of 3.0 m. A number of privately owned wharves and floats are 
located Westward of the Government Wharf, along the Southern shore 
of the bay. 
STEVEDORES: Westcan Terminals/Stevedores Ltd. offers 24 hour 
7 day cargo handling services. Shifts: first 0100-0430, 0500-0800; 
second 0800-1200, 1300-1700; third 1700-2100, 2130-0100. Work 
ceases 1200 hrs. on Christmas Eve and New Year's Day. 
MEDICAL: Full medical facilities available at the Cowichan District 
Hospital in the town of Duncan, 10 km. away. Dental facilities also 
available in Duncan. 
FRESH WATER: Available at berth by local water tanker truck and at 
berth or at anchor by water barge from Vancouver. 
FUEL: Diesel fuel, gasoline and other petroleum products are available 
in moderate quantities by tanker truck at berth. Heavy fuel and large 
amounts of bunkers available by bunker barge from Vancouver. 
REPAIRS: See “Victoria”, B.C. for information on the graving dock and 
ship repair facilities in Esquimalt, a suburb of Victoria 60 km. S.S.W. of 
Cowichan Bay. 
SERVICES: The following general services are available in the 
Cowichan Bay/Duncan area or from Victoria, B.C. 
Decca: Racal Decca Canada Inc., 353 Harbour Road, Victoria, B.C. 
V9A 382. Tel: 388-6257. 
Fumigation: PCO Pied Piper, 3374 Burns Avenue, Victoria, B.C. V8Z 
3P2. Tel: 388-9721. 
International Garbage: C.W. Disposals Ltd., P.O.Box 279, Duncan, B.C. 
VOL 3X3. Tel: 746-4589. 
Laundry: Chemainus Laundromat & Dry Cleaners, 9870 Croft Street, 
Chemainus, B.C. VOR 1KO. Tel: 246-9912. 
Marconi: Canadian Marconi Co., 1 Burnside Road W., Victoria, B.C. 
V9A 1B2. Tel: 386-9414. 
Surveyors: Argus Marine Ltd., 2924 Wilkinson Road, RR 2, Mill Bay, 
B.C. VOR 2P0. Tel: 743-3463. Hull and cargo. 
Lloyd's Register of Shipping, non-exclusive surveyor for hull, 
machinery and cargo attached to Marine Design Associates below. 
Marine Design Associates, 493B Garbally Road, Victoria, B.C. V8T 
2J9. Tel: 384-4191. Telex: 049-7397. Hull, machinery and cargo. 
Welding: Duncan Iron Works Ltd., P.O.Box 855, RR 3, Allenby Road, 
Duncan, B.C. V9L 3Y2. Tel: 746-5147. 
AUTHORITY: Transport Canada, 6th Floor, 224 West Esplanade 
Avenue, North Vancouver, British Columbia V7M 3J7. Tel: 984-3800. 
Telex: 04-53235. 
Contact: Harbour Master — Victoria, Esquimalt, Crofton and Cowichan 
Bay, Tel: 388-3578. Mr. W. H. Briscoe, Government Wharfinger, 
Tel: 746-5215. 


DALHOUSIE, N.B.: 48.04 N. 66.22 W. 


DOCUMENTS: 

Ship’s Register. 

Load Line. 

Safety Radio and Safety Equipment Certificates. 

Stores List and Crew Declaration (E—17, Y—14), if from foreign port. 

Pratique, if from a Foreign Port. 

Immigration Clearance from last Canadian Port. 

If from a Foreign Port, 2 copies of crew list. 
For Shipping Master: Ship's Articles if British or Canadian Registry. 
PILOTAGE: Telegram sent to Restigouche Pilots, Dalhousie, N.B., or 
to vessel's Agent. 6 hours minimum notice required except during Winter 
operations (January — April). Pilot vessel is a 40 ft. steel hull, black, grey 
superstructure, displays proper flag by day and proper lights by night. 
Pilots meet and board all inbound vessels in position Lat. 48° 03' N., 
Long. 66° 15’ W. Pilots prefer pilot ladder for boarding. 
ANCHORAGES: Safe anchorage 1.5 miles offshore due East of harbour 
entrance. Pilots will board vessels for anchorage in from 6 to 12 fathoms. 
RESTRICTIONS: Tide restrictions if vessel exceeds 28 ft. on arrival. 
MAX. SIZE: Max. length 750 ft., beam 100 ft. draft 34 ft. at the 
Government Wharf, including oil and bulk carriers. Vessels approaching 
these dimensions must berth at high water, port side to. Max. draft 
entering harbour and berthed starboard side to is 28 ft. because of 
restricted turning basin. 
HEALTH: See “Montreal”. 
RADIO: Fox River. 
TUGS: Available. 
BERTHING: To berth starboard side to at any berth vessel is requested 
to arrive 3 hours before high water. 
STEVEDORES: Contact Agents. 
MEDICAL: Hospital and doctors available. 
TANKERS: One 12 in. line with two 8 in. connections is laid to the 
Government Wharf. Depth alongside 34 ft. LWOST. 
DENSITY: Average density 1008. 
FRESH WATER: Available at all berths at 50 t.p.h. 
FUEL: Available by truck if necessary. Advance notice required. 
CONSULS: None. 
GANGWAY/DECK WATCHMEN: Available if requested. 
OPENING/CLOSING HATCHES: As in Charter Party. 
REPATRIATION: Facilities exist providing sufficient notice given. 
AIRPORT: 1 flight daily to and from Montreal. 
TIME: Daylight Saving during Summer months. Atlantic Standard 
otherwise. 


(See Plan) 
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HOLIDAYS: Official Holidays: New Year's Day; Christmas Day; 
Dominion Day; Labour Day. 
POLICE: Telephone 684—5551. 
TELEPHONES: Made available upon prior arrangement. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Not needed. 
AUTHORITY: Transport Canada, Harbours and Ports, P.O.Box 1270, 
Charlottetown, P.E.l. CIA 7M8. Tel: (902) 566-7973. FAX: (902) 
566-7948. Contact: Mr M.G. Cormier, Area Manager. 

Local Authority: Don Mealey, Harbour Master. Albertina Sullivan, 
Whartinger. 


DIGBY, N.S.: 44.38 N. 65.45 W. 


DOCUMENTS: See “Montreal”. 

PILOTAGE: Usually contacted through St. John radio station by VHF. 
12 hours notice required. Pilot usually meets ships at entrance to Digby. 
As woh he, adequate notice is given no waiting is experienced. 
ANCHORAGE: Good Anchorage N.E. from town 15 to 25 fathoms. 
MAX. SIZE: Length 400 ft. and 28 ft. depth at low water. 

HEALTH: See “Montreal”. 

RADIO/VHF: St. John Radio, call sign VAR. 

TUGS: Not normally necessary, light towing available if needed. 
BERTHING: Transport Canada Spur Pier 115.0 m. long ‘F’ shaped pier, 
12 m. wide, with 100.0 m. commercial berth with 6.7 m. depth alongside 
at normal low tide (rise in the tide 6.4 m. — 8.5 m.). Berthing at outer 
boat basin can dade 100 m. with 4.6 m. depth alongside. 

FRESH WATER: Supplied by pipeline under the wharf. 

FUEL: Diesel oil available only. 

CONSULS: None. 

REPAIRS: No major repair facilities available. 

GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: Usually carried out by crew. 
CUSTOMS ALLOWANCES: 200 cigarettes per man, per week; 40 oz. 
alcohol per man per week for crew. 

REPATRIATION: Can be arranged. 

AIRPORT: Small local line based at St. John N.B. supplies service 
between St. John and Digby. Halifax International Airport 180 miles. 
HOLIDAYS: New Year’s Day (Jan. 1st); Good Friday; Easter Monday; 
Victoria Day and Queen Elizabeth Day (May 19th) Canada Day (July 
1st); Labour Day (Sept. 1st); Thanksgiving Day (Oct. 13th); 
Remembrance Day (Nov. 11th); Christmas Day (Dec. 25th). 
POLICE/FIRE/AMBULANCE: Police 245-2579; Fire 245-2121; 
Ambulance 245-2205. 

TELEPHONES: Available at cost of installation. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Required or passport. 

AUTHORITY: Transport Canada, Office of Harbours and Ports — 
Maritimes Region, P.O.Box 1013, Dartmouth, N.S. B2Y 4K2. 
Contact: The Regional Manager, Tel: (902) 426-2588. 


(See Plan) 


FRASER PORT, B.C.: 49.12 N. 122.55 W. (See Plan) 


DOCUMENTS, ANCHORAGE, and further information: Refer to 
“Vancouver, B.C.”. 

PILOTAGE: Compulsory from Sandheads. Contact Pilots through 
Vancouver Pilot Dispatch Office (604) 666-6776. 12 hours notice is 
required. Pilot boards 1 mile off Sandheads. Contact pilot launch on 
VHF Channel 74. 

MAX. SIZE: Draft limited to 35 ft. on 13 ft. tide. Max. recommended 
length is 750 ft., max. recommended breadth 106 ft. (largest transit to 
date: Length 1,050 ft., beam 150 ft., draft 28 ft.). 

HEALTH: Pratique and quarantine at Victoria B.C. 

TUGS: Available, normally join vessel on arrival. 

BERTHING: Fraser Surrey Docks: 5 general cargo berths. Berths No. 7 
and 8: Combined lengths 1,500 ft., depth alongside at L.W. 35 ft. Berths 
A 2, 3 and 4: Combined lengths 1,850 ft., depth alongside at L.W. 

Water, power and telephone connections at all berths. Cargoes 
handled include forest products, steel, Ro-Ro traffic, speciality grain, dry 
petrochemicals, project cargoes and general cargo containers. Terminal 
well equipped with forklifts, front-end loaders, cranes to 250 tonnes and 
2x40 tonne Paceco portainers on Berths No. 7 and 8. 

Other facilities include a scow ramp, a complete loop track to handle 
unit train operations, a warehouse for steel products and a shed for 
protecting kiln dried lumber. Operators are Fraser Surrey Docks Ltd. 
(604) 581-2233. 

Fraser Wharves: 1 berth, length 500 ft., width 45 ft., depth 35 ft. Berth 
for loading and unloading automobiles. The terminal offers complete 
auto refinishing and accessorising shops, computerised inventory 
control and motor fuel dispensers. Situated at the South end of No. 6 
Road, Richmond (604) 277-1141. 

Annacis Auto Terminals: 2 berths. No. 1 length 700 ft., width full face, 
depth 34 ft. No. 2 length 650 ft., width 60 ft., depth 34 ft. The Roll-on/ 
Roll-off terminal specialises in cargoes shipped in car carriers and has 
8 on-dock rail loading tracks. Situated at the East end of Annacis Island 
(604) 521-6681. 

MEDICAL: All services available. 
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DENSITY: Varies with location and season. 
FRESH WATER: Available. 
FUEL: All grades available by truck or barge. 
CONSULS: At Vancouver. 
REPAIRS: Engine repairs only. 
AIRPORT: Nearest is Vancouver International. 
POLICE/AMBULANCE/FIRE: Dial 911. 
SHORE LEAVE: Allowed. 
GARBAGE DISPOSAL: Available through private companies. Ship's 

ent to contact coe F 

ASTE OIL DISPOSAL: Service provided by duly licensed private 
contractor. Ship's Agent to contact directly. 
SEAMAN’S CLUBS: Missions to Seamen, 50 North Dunlevy Avenue, 
Vancouver. Tel: (604) 253-4421. Facilities: Shop, refreshments, 
souvenirs, mini-bus service. 
CURRENCY: Canadian Dollar. 
DEVELOPMENTS: Future developments call for channel improvement, 
expanded berthing facilities and intermodal facility. 
AUTHORITY: Fraser River Harbour Commission, Suite 505, 
713 Columbia Street, New Westminster, B.C., Canada V3M 1B2. 
Tel: (604) 524-6655. FAX: (604) 524-1127. Contact: R.C. Pearce, 
Port Manager. 


GASPE, Quebec: 48.50 N. 64.29 W. 


DOCUMENTS: 
Immigration Documents: 

Passenger Landing Cards (Tourist) 1 each passenger. 

1 Crew List from Immigration. 

2 Passenger Lists. 
Customs Documents: 

3 Inward Reports. 

3 Outward Reports. 

3 Ship Stores Lists (Form E.1). 

3 Crew Declarations (Form Y.14). 
National Health and Welfare: 

2 QS.1 Maritime Declarations of Health. 

Manifests required for cargo unloaded only. 
PILOTAGE: Not compulsory but recommended. Pilots available. To 
obtain Pilot, arrange by radio phone through marine radio station VCG 
at Fox River, Gaspe PQ, on receipt of message either to Agent or Port 
Authority, Pilot and other arrangements can be made. 
MAX. SIZE: Vessels of 650 ft. and over have both docked and anchored. 
we has no effect as it is very sheltered. Government Wharf depth 35 ft. 


(See Plan) 


HEALTH: On arrival in Canadian waters Master lies for Radio 
Pratique by radio to Quarantine Officer at Quebec City. Master flies 
yellow flag on arrival and until Medical Officer decides it can be lowered 
or otherwise according to regulations. See also ‘Montreal’. 

RADIO: VCG Marine Station Fox River, Gaspe PQ. 

TUGS: Not necessary, no tugs available unless called for in emergency. 
Line boats available for docking, by arrangement. 

BERTHING: Transport Canada (Sandy Beach) Wharf: Whart re-built in 
1986. Berthing length 600 ft., depth alongside at LW 33 ft. to 35 ft. outer 
face and about 26 ft. inner side; railroad tracks on wharf, oil tanks, 
electric light and water. 

STEVEDORES: Good stevedoring available at all times and hours. 
MEDICAL: Hospital and ambulance service. 

TANKERS: Oil lines on Transport Canada Wharf owned and used by 
Gulf Oil Canada, Irving Oil, Shell Canada Limited and Imperial Oil. These 
lines are privately owned. 

DENSITY: 1025. 

FRESH WATER: Available, arranged through ship's Agent. 

FUEL: Light and medium diesel available at all times. If bunker fuel 
required, on request it will be brought in by tanker car. 

CONSULS: None. 

REPAIRS: Only minor aie 

OPENING/CLOSING HATCHES: Done by ship's crew. 

CUSTOMS ALLOWANCES: On arrival officers and crew permitted 
1 bottle and 200 cigarettes and 1 Ib. of tobacco for period of 1 week, 
further allowances of tobacco given after 1 week, as well as spirits to 
Master only. 

REPATRIATION: May be arranged by Agent subject to Immigration 
control. 

AIRPORT: Situated about 7 miles from the dock. Twice daily service to 
Quebec and Montreal. Connections to all parts from Montreal. Charter 
passengers and freight flights also available. 

HOLIDAYS: Saturday, New Year (January 1st); Good Friday; Victoria 
Day (May 19th); Confederation Day (July 1st); Labour Day (September 
1st); Thanksgiving Day (about October 13th); Remembrance Day 
(November 11th); Christmas Day (December 25th). There are a few 
other R.C. Church days on which some men are not obtainable. On 
most of these holidays stevedores and men are available. 
POLICE/AMBULANCE/FFIRE: Police area 418 call 368-3232. Local 
RCMP area 418 call 368-2543. Ambulance Area 418 call 368-2835. 
TELEPHONES: Possible arrangements may be made with local 
telephone company for installations to vessel. 

SERVICES: Radar repairman available. 

Ship Supply Service and Shipping Agent: Calypso Agencies Inc., 
P.O.Box 890, Gaspe, Province Quebec, 1RO. Tel: (418) 368-3648. 
Telex: 0142236. Cables: Calypso. Fax: (418) 368-7134. 

SHORE LEAVE: Crew allowed ashore. 

IDENTIFICATION CARDS: Not required. 


GARBAGE DISPOSAL: Daily pick-up if necessary. No drums on wharf 
and no drums provided. Charge: C$75.00 per load. Tel: (418) 368-1631 
service. 
WASTE OIL DISPOSAL: Only tanker trucks available for waste oil 
sal. 
be following company is located 1,000 ft. from the wharves — Plante 
Vacum, 2 Chantier Maritime, Gaspe. Tel: (418) 368-4411. Fax: (418) 


368-6379. 
SEAMAN’S CLUBS: No seaman's club in the port. 

Many churches, shops, dances, sports, etc. 
CURRENCY: Canadian Dollar. 

Canadian and U.S. dollars accepted in local shops. Other currencies 
can be changed at four major banks in Gaspe. 
AUTHORITY: Transport Canada, C.P. 1101, Gaspe, Province Quebec, 
Canada GOC 1RO. Tel: (418) 368-6679. Contact: L. Innett, Harbour 
Master (after hours (418) 368-5351). 


GODERICH, Ontario: 43.45 N. 81.44 W. (See Plan) 


LOCATION: Goderich Harbour is situated at the mouth of the Maitland 
River on the East shore of Lake Huron, about 90 km. N.E. of Sarnia. 
RESTRICTIONS: Navigation Season: Mid-April to late-December. 
Depths: Harbour Basin: 7.0 m. Inner Entrance Channel: 8.2 m. Outer 
Entrance Channel: 8.2 m. 


TUGS: Available. 
BERTHING: 
Berth Berth Length Depth 
No. (m.) (m.) 
1 Commercial Dock 152.0 8.2 
2 Inner Harbour Wall 92.3 7.0 
3 North Harbour Wall 440.0 7.0 
4 North Pier 454.5 8.2 
5 New Wharf 200.0 8.2 
6 Wharf (Private) - - 


FUEL: Available by truck. 

REPAIRS: Minor repairs possible. 

SERVICES: Storage and warehousing outside the port, rail line, private 
rain elevators, Coast Guard Search and Rescue Station. 

UTHORITY: Harbours and Ports, Canadian Coast Guard, 201 N. Front 
Street, Suite 703, Sarnia, Ontario, N7T 8B1, Canada. Tel: (519) 383- 
1942. FAX: (519) 383-1996. Contact: Regional Manager. 

Port Official: Donald MacAdam, Harbour Master/Wharfinger. 


GOOSE BAY, Labrador: 53.22 N. 60.22 W. 
(See Plan) 


DOCUMENTS, HEALTH: See “Montreal”. 
PILOTAGE: Not compulsory. 2 Pilots available; 12 hours notice of arrival 
required with confirmation 8 hours and 4 hours before arrival. Contact 
Pilot on radio-telephone 2182 kHz (working 2716 kHz), calling “Victor 
Gulf Whiskey”. Pilot station at Rigolet (92 miles from Terrington Basin). 
ANCHORAGE: Good anchorage, with excellent holding ground in 36 ft. 
(11 m.), mud, can be obtained in the central part of Terrington Basin. 
Ships carrying dangerous cargoes must use the designated Explosives 
Anchorage situated 2 miles N.E. of Groves Point. 
RESTRICTIONS: Navigation season early June to end November 
depending on pack ice movements. Approach — Sandy Point Channel 
at entrance to Goose Bay and 15 miles from the dock has a width of 
300 ft. Harbour Master advises draft of 31 ft. HWF. Groves Point 
Channel at entrance to Terrington Basin and 1.5 miles from Main Dock 
has depth of 32 ft. HWF and width of 300 ft. 
Caution: When a tanker is seen to be leaving her berth in Terrington 
Basin or is in or approaching Terrington Narrows, she shall be granted 
the right of way, and other vessels must not be navigated into the 
narrows until the tanker is well clear of the channel. 
Ice: The entry into Goose Bay Harbour is entirely dependent upon ice 
conditions at the seaward end of Hamilton Inlet. Ice begins to form in 
Terrington Basin between the latter part of October and mid November, 
with complete coverage occurring any time between early November 
and the beginning of December. During Winter the ice attains a thickness 
of about 42 in. (1.1 m.). Break-up generally occurs between the third 
week of April and the first week of June. 
MAX. SIZE: Max. draft at Government Wharf 19 ft. 06 in. 

Also see “Berthing”. 
VHF: Pilot vessel on Channels 51 and 16. 
TUGS: There are no “o's 3 landing craft available to assist. 
BERTHING: The main Government Whar is situated 1.5 miles W.S.W. 
of Terrington Narrows; it has a berthing length of 244m. and was 
dredged to 30 ft. (9.1 m.) in 1971, but some silting has occurred and 
up-to-date depths should be obtained from the Harbour Master. There 
'S One large shed leased to Marine Atlantic. The office of the Harbour 
Master is in a building on the main road leading from the wharf. 

Another Government Wharf is situated 0.4 miles N.W. of the main 
Government Wharf; it has a depth of 21 ft. (6.4 m.) at the outer end. 
STEVEDORES: A local stevedoring company can provide labour for 
handling cargo. There are no fixed cranes on the wharves, but mobile 
cranes can be hired locally. 
MEDICAL: Hospital, 2.5 km. 


CANADA 


TANKERS: There is a small oil wharf used for discharging petroleum 

products at the E.S.E. end of the main Government Wharf. It has a depth 

of 18 ft. (5.5 m.) at its outer end. 

DENSITY: 1000. 

FRESH WATER: Available alongside berths. 

FUEL: Light diesel oil available by pipeline at the main Government 

Wharf. 

REPAIRS: Only minor repairs may be effected in emergency. 

AIRPORT: 1.5 miles distant. 

HOLIDAYS: New Year's Day; Good Friday; July 1st; Labour Day; 

November 11th; Christmas Day; Boxing Day. 

GARBAGE DISPOSAL: No facilities are provided by the Port Authority, 

however local trucking firms may be able to assist. 

WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS: No club available. Royal Canadian Legion and 

other local facilities in the nearby town of Happy Valley. 

CURRENCY: Canadian Dollar(C$). 

GENERAL: 

Communications: Telephone. Canadian Coastguard Radio Station (see 

“Radio Aids to Marine Navigation’). 

Transportation: Airfield with frequent scheduled service to other 

Newfoundland centres and the mainland. Scheduled cargo and cargo/ 

passenger services during the navigation season by Marine Atlantic. 

Mail: Post Office. 

Accommodation: Several motels. 

Banks: Royal Bank and Bank of Nova Scotia. 

Police: RCMP detachment. 

Supplies: Hudson's Bay Company store and several smaller stores. 

Customs: Port of Entry; the Customs Office is situated at Goose Airfield. 

AUTHORITY: Harbours and Ports Directorate, P.O.Box 1300, 

St. John’s, Newfoundland A1iC 6H8, Canada. Telex: 016-3369. 

FAX: (709) 772-5217. Contact: D.A. Lester, Regional Manager. 
Transport Canada, Goose Bay. Contact: George Shiwak, Harbour 

Master. Te/: (709) 896-2569. 


GRAND BANK, Newfoundland: 47.06 N. 55.45 W. 
(See Plan) 


PORT LIMITS: A line drawn from Grand Bank Head to L’Anse au 
Loup Pt. defines the port limits. 

PILOTAGE: Pilotage is not compulsory, but recommended for those 
without local knowledge. A licensed Pilot can be arranged by giving 24 
hours notice of requirement to Pilots, St. John’s. The Pilot will board off 
St. John’s in position Lat. 47° 33' 42” N., Long. 52° 37’ 54” W. or off 
Grand Bank Harbour provided the vessel's local Agent arranges for a 
boat to embark the Pilot. The Atlantic Pilotage Authority pilot boat No. 2 
is used at St. John's; this boat guards VHF Channels 16 and 11 
(156.8 and 156.55 MHz.). Alternatively, Shipmaster’s may arrange to 
use local persons in the town for pilotage purposes. 

ANCHORAGES: Vessels may anchor in depths of 10 fathoms (18.3 m.) 
off Grand Bank, but the holding ground has been reported as poor. 
RADIO: C.G.R.D.O. station St. Lawrence, call sign VCP is the best 
station for vessels to route ETA cables to Agents, receivers, etc. Telex 
communication available 

VHF: Harbour Authority on VHF. Call sign CHC 442. 

BERTHING: The Western Breakwater (deck elevation 4.4 m.), about 
600 ft. (183 m.) in length, affords protection to the harbour entrance 
between the Western Pier and the Eastern Breakwater. In 1977, there 
was a least depth of 14 ft. (4.3 m.) alongside the Western Pier. Marine 
coastal vessels berth at this pier which is 240 ft. (73 m.) long. The deck 
of the wharf has an elevation of about 1.2 m. (4 ft.). A shed, 60 ft. by 
41 ft. (18m. by 12m.), is located adjacent to the pier. Least depth 
alongside 3.7 m. 

A fish wharf 245 ft. (75 m.) in length, situated on the East side of the 
harbour, had a least depth of 16 ft. (4.9 m.) alongside in 1977. A fish- 
packing plant is situated on the wharf. 

Marginal wharf length 1,140 ft., depth alongside 14 ft. — 18 ft. LWOST. 

A government wharf is situated at the South end of the harbour. The 
harbour is open all year round. 

CRANES: Small mobile cranes only. 

MEDICAL: Cottage hospital within the town. 

FRESH WATER: Available. 

FUEL: Limited supplies of fuel and diesel oil available. 
GANGWAY/DECK WATCHMEN: Usually ship’s crew, ship's gangway 
used. 

REPAIRS/DRY DOCKS: 2 slipways available. 

EMERGENCY CO-ORDINATION CENTRE: Coast Guard, Search and 
Rescue, St. John’s Tel: (709) 772-5151. 

BANKING: Services available. 

SHORE LEAVE: No restrictions. 

GENERAL: Chart: 4611. 

Harbour Supervisor equipped with mobile telephone. 

There is a laundromat in the town. 

Day markers are being installed to assist ships entering the harbour. 

A series of lights along the main wharf provide plenty of light. 
AUTHORITY: Grand Bank Harbour Authority, P.O.Box 88, Grand Bank, 
Newfoundland, AOE 1W0, Canada. Tel: (709) 832-0255, 832-1823. 
Contact: George Snook, Harbour Supervisor. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


GROS CACOUNA, Quebec: 47.56 N. 69.31 W. 


APPROACHES: Navigable entrance of 110m. width between 
breakwaters with a depth of 8.9 m. and 9.5 m. in basin and alongside 
wharf respectively. Occasional icebreaker assistance may be required 
during Winter. 

PILOTAGE: Compulsory. 

HEALTH: Pratique granted by radio. 

RADIO: Quebec Radio (VCC). 

TUGS: Not available and not required by power driven vessels. 
BERTHING: 


Berth Length Max. Draft 
No. (m.) (m.) 
1 141 10.2 
2 141 10.2 


There is a cement terminal at the port operated by Ciment Quebec Co. 
STEVEDORES: Working Hours: Monday to Friday 0800 hrs. — 1700 hrs. 
Work possible on holidays and weekends with notice. 

MEDICAL: Riviere-du-Loup Hospital is 3 km. from the port. 

DENSITY: 1025. 

FRESH WATER: Available. 

FUEL: Diesel oil available. 

REPAIRS: Minor repairs possible. 

DRY DOCKS: Nearest dry dock at Lauzon (Quebec), 95 miles West of 
Gros Cacouna. 

AIRPORT: Riviere-du-Loup and Quebec. 

HOLIDAYS: New Year's Day, Good Friday, Easter Monday, Queen's 
Day (4th Monday in May), June 24th, Dominion Day (July 1st), Labour 
Day (1st Monday in September), Thanksgiving (2nd Monday in October), 
Remembrance Day (November 11th) and Christmas (December 25th 
and 26th). 

TIME: GMT minus 5 hours. GMT minus 4 hours in Summer (first 
Saturday in April to last Saturday in October). 

GENERAL: Chart: Canadian Chart No. 1234. 

Formalities: Port of Entry for Customs (Rimouski) and Immigration. 
Quarantine service available from Quebec City. 

Services: Banks, post office, provisions, fumigation. 

AUTHORITY: Transport Canada, Harbours and Ports Division, 
Canadian Coast Guard, 104 Dalhousie Street, Quebec, Quebec 
Province, GiK 4B8. Tel: (418) 648-3680. FAX: (418) 648-7980. 
Contact: R. Lebel, Harbour Master — Gros Cacouna. Tel: (418) 867- 
1784, (418) 682-7605. 


HALIFAX, N.S.: 44.39 N. 63.34 W. 


DOCUMENTS: 
Port Doctor: 
Certificate. 
Customs: Customs Clearance or Certificate From Last Port; Cargo 
List (if no cargo, words “In Ballast” entered); Bonded Stores List 
(Form E.1); Crew Declaration for each crew member (Form Y14). 
Ship's Register; Safety Radio, Load Line and Safety Equipment 
Certificates. 
Immigration: Crew List (Form 200) in duplicate in English; all crew 
Passports (returned prior to sailing). 
PILOTAGE: Compulsory. Essential send arrival notice by radio to avoid 
delay in waiting Pilot. 12 hour notice of ETA required and confirmed or 
corrected 3 hours before arrival. All times must be GMT. Radio 


(See Plan) 


Form QS1; Crew Vaccination Certificates; Derat 


messages should be addressed Marine Aid Centre, Chebucto Head. Aj 
pilotage messages subject to full tolls. 

When possible, Pilots will board in vicinity of Inner Automatic Light 
and Whistle Buoy situated about 2 miles N.E. of Chebucto Head. |p 
heavy weather not always possible for pilot vessel to take up station at 
above position, but will proceed as far seaward as feasible to embark 
or disembark Pilot. 

In normal weather pilot vessel shall, in daytime, fly Pilot flag, and at 
night will show lights required by international regulations. In abnormaj 
weather — fog, mist, snow, heavy rainstorms — when on station on 
pilotage duty, in addition to regular signals, will blow 4 long blasts at 
regular intervals. Vessel requiring Pilot should blow 4 short blasts on 
whistle at intervals until pilot boat sighted. Pilot boats equipped with 
radar and stand-by on radio telephone operating on frequency of 
156.8 MHz or Channel 16 under international VHF designations. 
ETA: For provisional clearance to enter the Halifax Marine Traffic 
Regulating Zone, vessels should supply the following information to 
“Halifax Traffic”: 

1. Position. 

. ETA Zone Limit (Zone boundary is approximately 16 miles radius 
from Chebucto Head). 

. Destination and last port. 

Draft. 

Description and weight of pollutants or any dirty cargo carried. 

. Deficiencies in ship's navigational equipment, engine's steering 

gear or anchors. 

. Any leakage of pollutants or any damage which may result in 
pollution. 

. Pilots must be advised ETA 12 hours and 3 hours prior arrival at 
the Pilots Boarding Station, using GMT, to “Pilots Halifax”. 

For final clearance to enter the Halifax Marine Traffic Regulation Zone: 

1. Report to “Halifax Traffic” on VHF Channel 14 or 2182 kHz, when 

approaching the zone boundary. 

2. Report to “Halifax Traffic’ when approaching zone boundaries 

approximately 8 and 4 miles radius from Chebucto Head. 

Vessels leaving Halifax are to report to “Halifax Traffic’ when 
approaching zone boundaries. 

ANCHORAGE: Vessels anchor in harbour in areas designated by 
Halifax Port Corporation.. 

RESTRICTIONS: Controlling depth in channels of approach 60 ft. in 
main harbour as far as the Narrows. Ice free all year. Ample turning 
room for the longest vessel. 

MAX. SIZE: Length and breadth unlimited. Can berth ships up to 60 ft. 
draft. Channel depth 60 ft. Tide range 3 ft. to 6 ft. 135,000 ton tankers 
with drafts 50 ft. enter harbour regularly. 

HEALTH: Quarantine — every vessel coming from port outside Canada 
shall be inspected by Quarantine Officer at a place specified by him. 
(Quarantine Station in Anchorage No. 1). Where sufficient information 
can be given by radio, Radio Pratique may be given between 0900 hrs. 
and 1700 hrs. local time (address “Quarantine Halifax”) and message 
should include (i) name and nationality of vessel, (ii) ports of call during 
voyage, (iii) nature of cargo, (iv) number of crew and ay, 
(v) statement of health, (vi) name of Agent, (vii) ETA pilot station in GMT. 
A coastwise vessel, free from disease and arriving from a disease-free 
coastwise port, may be exempted quarantine inspection. 

RADIO: Halifax Marine Radio Station, Ketch Harbour. Radio-telephone 
and other services. Masters may contact Halifax Marine Radio on 500 
or 2,182 kHz, VHF on 156.8, working Channel 26 (161.9 and 157.3 MHz). 
RADAR: Marine Traffic Regulating Centre at Shannon Hill. Worki 
frequencies Sector One 156.7 MHz (Channel 14); Sector Two 156: 
MHz (Channel 12). Call sign “Halifax Traffic”. 

TUGS: Join vessel inside harbour at Quarantine Anchorage. Tugs 
towing use vessel's lines. Tugs made fast alongside vessel for docking 
or undocking use their own lines at no extra charge. 
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BERTHING: 
Port Facilities 
Shedded 
Berth Number Wharf Depth at Approx Approx Approx. 
(Usual Name) Length LW Size Area Open Space Remarks 
(m.) (m.) (m.) (sq.m.) (sq.m.) 
Ocean Terminals: 

20 224 12.1 181 x 29 5,250 _ Cruise Ship Berth. 

Pipelines for tallow to storage tanks. 
Breakbulk. 

21 178 12.1 161 x 29 4,670 — Breakbulk. 

21 Upper Floor _ _— 161 x 29 4,670 _ 

22 209 12.5 153 x 29 4,440 a Breakbulk. 

22 Upper Floor — — 153 x 29 4,440 _ Storage. 

23 213 9.7 161 x 31 4,990 — “Heated Shed 
Breakbulk general cargo 

24 137 8.8 — — 3,728 Open Terminal 
— Containers, Steel, Heavy Lifts, etc. 

25 168 11.2 — — 5,462 Open Pier (Restricted by Grain 
Galleries) — Bulk Cement. 

26 213 10.6 201 x 30 6,030 — Fixed Marine Leg for discharging 
Grain. Hopper for self-unioading 
vessels. — Breakbulk general cargo. 

East End Pier A 97 8.8 _ _ _ —_ 

27 207 13.4 202 x 31 6,250 —_— —_ 

28 174 12.1 — a 4,660 Open Pier (Restricted by Grain 
Galleries). 

29 122 9.1 _ _ _ 

30 244 10.5 _ — 1,858 Open Area (part.) Ro/Ro Ramp. 
Containers, Steel, Heavy Lifts, etc., 
Cruise Passengers. 

31 -— 10.5 _ _ 5,574 Open Terminal. Containers, Steel, 
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Heavy Lifts, etc., Cruise 
Passengers. 


CANADA 


Port Facilities 
Shedded 
Berth Number Wharf Depth at Approx. Approx Approx. 
(Usual Name) Length LW Size Area Open Space Remarks 
(m.) (m.) (m.) (sq.m.) (sq.m.) 
32 (East End A 1) 88 10.0 _ saa ie mY 
33 190 12.1 188 x 31 5,830 _ “Heated Shed. 
Breakbulk general cargo. 
34 190 8.2 126 x 31 3,906 1,953 “Heated Shed. 
Breakbulk general cargo, Containers 
Ro/Ro, etc. 
35 103 4.5 = — 3,411 Open Area — 15 m. Ro/Ro ramps 
(2). End loading for vessel on Berth 
36 and Berth 34. Containers, Ro/Ro, 
etc. Ro/Ro cargo — consolidation 
area. 
36-40 190 11.6 _— — 18,580.60 Open area. Containers. 
Halterm Limited: 
37 190 13.7 _ _ 8,710 { Containers, Steel, Heavy Lifts, etc., 
38 (East End B) 91 11.5 _ _— —_ Breakbulk general cargo. 
39 190 10.9 _— _ _ Breakbulk general cargo. 
41 293 14.3 _ —_ _ Container berths, 4 x 40.8 tonne 
42 293 13.7 _ — _— Gantry cranes, berth 41 has 24.4 m. 
wide stern Ro/Ro ramp. 
Terminal fenced area 22.7 hectares. 
Consolidation shed 2,787.07 sq.m. 
Fairview Cove 660 13.7 _ _ — Operator: Ceres Corp. 

Container Consolidation shed area: 

Terminal 21.17 hectares (space for expansion 
as required). Facilities 3x40 tonne 
dockside gantry cranes; Ro-Ro ramp 
end loading. 

Richmond Terminals: 
9 213 8.1 _— _ — 
9A 240 8.1 154 x 37 5,698 _ 
9B 213 8.1 168 x 37 6,216 _ Breakbulk General Cargo. 
9C 140 8.7 _ 


9D — 


‘Heat available as required. 


— No Berth. Additional area created for 
storage area. 


BULK HANDLING FACILITIES: Grain Handling Facilities: Halifax Port 
Corporation Elevator — Storage capacity 144,256 tonnes wheat 
equivalent. 

Max. Capacity: Berth 28: 1,000 tonnes per hour. (Wheat equivalent) 
(loading). Berth 26: 800 tonnes per hour. (Wheat equivalent) (unloading) 


BRIDGES: There are two: Angus L. MacDonald Bridge (Halifax- 
Dartmouth) min. vertical clearance at HW 158 ft.; A. Murray MacKay 
Bridge (narrows) min. vertical clearance at HW 157.7 ft. 


STEVEDORES: Available from several private companies. 
TANKERS: 135,000 ton tankers, 50 ft. draft, use port regularly. 
Terminals — 9 berths operated by 3 oil companies. 

Imperial Oil, South Dartmouth, 3 piers, vessels up to 282 ™m.; 
max. draft 15.2 m., bunkering vessel also provides barge service. 

Irving Oil Co. Ltd.: 3 berths, ocean vessels any length, max. draft 
11.6 m.; located at Woodside. 

Ultramar Canada Ltd.: Eastern Passage, 2 berths (1 berth any length 
vessel) draft up to 10.1 m., barge service provided in harbour. 

Also see “Berthing”’. 
Private Facilities: 


Depth 
Berth Length LW Remarks 
(m.) — (m.) 
Dartmouth: 
Imperial Oil No. 3 67 11.6 Bunkering. 
No. 4 122 10.7 Bunkering. Refinery and 
Storage Tanks. 
No. 5 67 15.2 Bunkering. 
30 12.8 Crane: Height 45 m., 11 t. lift, 
unloading 180 t. per hour. 
Pipe-line for liquid salt to 
shore tank. 

Mobil Oil Dock 36 8.2 Offshore supply base — 
approx. 4.86 hectares. 

Irving Oil Dock A 94 11.16 Bunkering. Storage tanks. 

Irving Oil Dock B 

(L shaped) 85 — Bunkering. Storage tanks. 

Industrial Estates 

Whart 152 7.6 Lay-up Berth. 
Eastern Passage: 

Ultramar Wharf 168 10.9 Bunkering and oil storage. 
Refinery. 

Autoport — outside 201 13.7 ( Approx. 36.4 hectares for 
vehicle storage. 

**Floating Dock— Ro/Ro side 

Autoport — inside 107 7.6 | loading and end loading. Pre- 
servicing available for import 
vehicles. 

Bedford Basin: 

Bedford Institute Dock at Bedford Institute of 
Oceanography — Department 
of Fisheries and Oceans. 

Ultramar 110 9.7 Storage Tanks (Not in 

: operation). 
National 
Gypsum Ltd. 197 10.1 Loading capacity of 4,500 t. 


gypsum rock per hour. 
= F Diesel fuel is available. 
Terminal Operation. 


MEDICAL: Sick Mariners’ Service may be obtained for venereal disease 
only at the Federal Building, Suite 620, Bedford Row, Monday through 
Friday, Tel: 426-3998. Doctor always available either by telephone or 
telephone answering service. Information for emergency treatment 
outside these hours may be obtained from ship's Agent. Emergency 
hospitalisation can be obtained only at Camp Hill Hospital. 

DENSITY: Salt water all tides. 


FRESH WATER: Dock side only. Water barges available through private 
contractor. 50 t.p.h. per hose. 


FUEL: See “Tankers”. 
CONSULS: The following countries are represented in Halifax: 


Austria France Norway 

Belgium Germany Peru 

Brazil Iceland Portugal 

Britain Italy Spain 

Denmark Japan Sweden 

Finland Netherlands United States of America 


REPAIRS: All types of repairs possible. 


DRY DOCKS: Floating dock 182.9 m. by 30.5 m. by 9.45 m. deep; Lifting 
capacity 22,680 tons. Graving dock — 172.9 m. long, 24.4 m. wide at 
keel blocks; clearance at top is 31.2 m.; max. draft over the keel blocks 
is 7.9 m., capacity 13,610 tons. Two marine railway slips at Dartmouth 
capable of hauling vessels from 36 to 2,720 tons displacement. 
Complete machine shop and other repair facilities as well as Salvage 
equipment available. 

New floating dock. Lifting capacity 36,000 tons. Dimensions 237 m. 
x 38m. x 9m. draft. 
SURVEYORS: Surveyors and aly Inspectors available. 
GANGWAY/DECK WATCHMEN: Can be provided. 
OPENING/CLOSING HATCHES: Patent mechanical hatches by ship's 
crew. Wood and canvas hatch covers by stevedores. 
CUSTOMS ALLOWANCES: Tobacco: 1 Ib. per man per week; 200 
cigarettes per man per week. Wine/spirit allowance: 40 oz. bottle per 
man per week. 
CARGO GEAR: All ships liable to inspection by Government Inspectors. 
Gear Certificates to be produced, if required. Heavy-lift equipment: 59 
pieces ranging in single lift capacity to 300 short tons. Normally available 
on a few hours notice, including floating cranes. 
TIME: Standard Time GMT minus 4 hours. Daylight Saving Time from 
bib week-end in April to last week-end in October, clocks advanced 
1 hour. 
AIRPORT: Halifax International. Regular services to Canada, USA and 
Europe. 
HOLIDAYS: New Year's Day (January 1st); Good Friday; Queen's 
Birthday (May 20th); Dominion Day (July 1st); Labour Day (September 
2nd); Thanksgiving Day (October 14th); Remembrance Day (November 
11th); Christmas Day (December 25th). Cargo work can be arranged 
on all holidays except Labour Day, Christmas (1200 hrs. 24th December 
to 1800 hrs. 26th December is the “no work period”) and New Year's 
Day. 
POLICE/AMBULANCE/FIRE: Police Tel: 4105. Harbour Police (Ports 
Canada) Tel: 426-3629. Ambulance Tel: 429-5151. Fire Tel: 4103. 
EMERGENCY CO-ORDINATION CENTRE: Coast Guard Halifax. 
Tel: 426-6030. Halifax Traffic Centre. Telex: 22502. 
TELEPHONES: Service available at all berths. 
SERVICES: All services available including compass adjusting, tank 
cleaning, etc. 
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STORING: See “Prelims”. 
res, 


Yes. 
None for local stores. 
6. Yes. 

SHORE LEAVE: Crew allowed ashore. 
GARBAGE DISPOSAL: Domestic and international garbage disposal 
available. Arrangements can be made through vessel's Agent. 
WASTE OIL DISPOSAL: Waste oil disposal available by tanker truck. 
Arrange through ship's Agent. 
SEAMAN’S CLUBS: Missions to Seaman at Pier 25. Tel: 422-7790. 
International telephone service, church services, games and postal 
facilities available. 
GENERAL: Extensive rail and road services plus extensive transit 
sheds, cold storage with 1,719,000 cu.ft. storage space. 


APon> 
at 
i) 
7) 


SHIPMASTER’S REPORT: May/July 1989. 
Documents: 

Original and 2 copies Ship’s Stores Declaration (Form E1). 

Original and 2 copies Crew Effects Declaration (Form Y 14). 

Original and 2 copies Crew List (Form Imm. 200). 

Original Health Deciaration (Form OS 2001). 

All the above are Canadian forms based on IMO forms. 
Certificates: The Agent requires advance notice of the expiry dates of 
the vessel's certificates, i.e. Safety Construction, Safety Equipment, 
Derat, Safety Radio, |.0.P.P. and Load Line. 

Pilot/Tugs: July 1989: Tugs required 12 hours notice but this may be 
amended within the 12 hours if the vessel is delayed. 

Weather: Fog is prevalent from May to July. 

Crude Oil Washing: ECAREG require notification if vessel intends to 
crude oil wash and date of Civil Liability Certificate. 

Crew Changes: The procedure for crew changes is the same as the 
U.S.A. (as described on back of U.S. Crew Lists). 


AUTHORITY: Halifax Port Corporation, P.O.Box 336, Halifax, Nova 
Scotia, Canada B3J 2P6. Tel: (902) 426-3643. FAX: (902) 426-7335. 
Contact: Captain R. Sherman, Harbour Master (Tel: 426-3648). 
D.F. Bellefontaine, President and Chief Executive Officer. 


HAMILTON, Ontario: 43.14 N. 79.41 W. (See Plan) 


For important General Information refer to St. Lawrence Seaway. 
DOCUMENTS: 

Inward Manifest 3 days prior to arrival of vessel. 

1 Steamship company release covering inward shipment. 

1 Loading List, 24 hours prior to vessel loading. 

1 Customs Report Outwards (A.7). 

3 Vessel’s Outward Manifest within 3 days after departure of vessel. 
PILOTAGE: See “St. Lawrence Seaway”. 

MAX. SIZE: LOA 730 ft. Max. draft 26 ft. 

HEALTH: First port of entry. See “Montreal”. 

RADIO: VBG Toronto. 

Vessels Inbound: Call Burlington Bridge on radio telephone (VHF or 
AM) for clearance. Call Harbour Master's office for information about 
docking orders (VHF or AM). 

Vessels Outbound: Call Burlington Bridge for clearance. Call Harbour 
Master's office to advise next port of call. 

General: Harbour Master's office keeps radio watch on VHF Channel 
fin Tug or linesmen may be ordered through the Harbour Master's office 
or Agent. 

TUGS: Join inside harbour entrance — ship's lines used. 

BERTHING: Arrangements made with Harbour Master. 

Berthing Capacities: The Port of Hamilton provides berthing facilities 
for all vessels capable of navigating the St. Lawrence Seaway which 
can handle maximum size vessels of 730 ft. length x 75 ft. beam with 
a draft of 26 ft. 6 in. 

The Hamilton Harbour Commissioners provide 7,306 m. of berthing 
and in addition 3,073 m. of berthing is available for private docks i.e. — 
The Steel Company of Canada, Dominion Foundries & Steel. 
Covered Storage Space: Total 59,270 sq.m. 

Open Storage Space: 
Leased to Private Operators: 


Centennial Terminal 74,700 sq.m 
Wellington Street Terminal 46,530 sq.m 
Pier 23 13,000 sq.m 
Pier 11 23,225 sq.m 
Pier 12 55,740 sq.m 
Pier 14 9,300 sq.m 
Pier 15 14,000 sq.m 
Pier 24 35,000 sq.m 
Pier 25 162,841 sq.m 
Pier 26 100,000 sq.m. 


BRIDGES: Lift bridge at harbour entrance can be raised any time. 
STEVEDORES: Must be ordered prior to 1545 hrs. on previous day. 
MEDICAL: Hospital services available and doctors can be arranged. 
FRESH WATER: Available. 

FUEL: All types available. 

CONSULS: Consuls located in Toronto. 

REPAIRS: Available. 

GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: Performed by stevedores. 
CUSTOMS ALLOWANCES: See “Montreal”. 
AIRPORT: Hamilton CVC Airport (10 miles South), 
B. Pearson International Airport (30 miles East). 
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and Lester 


HOLIDAYS: Normal Canadian statutory holidays apply and labour cap 
be arranged at extra cost. See “Montreal” for details. 
POLICE/AMBULANCE/FIRE: Police 546-4925 or 911. 
TELEPHONES: Can be arranged on board. 
SHORE LEAVE: Crew allowed ashore. 
IDENTIFICATION CARDS: Not required. 
GARBAGE DISPOSAL: Skips provided alongside. Prices on request, 
Philip Environmental Group. Tel: (416) 544-6687. 
Laidlaw Environmental Services. Tel: (416) 332-1111. 
WASTE OIL DISPOSAL: 45,000 litre capacity tank trucks. Prices on 
request. 
Philip Enviromental Group. Tel: (416) 544-6687. 
Laidlaw Environmental Services. Tel: (416) 332-1111. 
SEAMAN’S CLUBS: Missions to Seamen. Tel: (416) 528-8681. 
Mini-bus collection. 
DEVELOPMENTS: Pier No. 26 under construction. 
AUTHORITY: The Hamilton Harbour Commissioners, 605 James St. N., 
Hamilton, Ontario L8L 1K1, Canada. Tel: 416 — 525-4330. Telex: 061- 
8638. FAX: (416) 528-6282. Contact: R.R. Hennessy, Port Director. 
1.M. Noble, Harbour Master. 


HANTSPORT, N.S.: 45.04 N. 64.10 W. 


DOCUMENTS: See “Montreal”. 

PILOTAGE: Non-compulsory, but advisable. Rates by agreement. 
MAX. SIZE: Tidal port and no shipping arrives or departs at low water. 
Draft of largest vessel that entered port was 24 ft. A draft of 25 ft. can 
be taken in and out. 

HEALTH: Customs Officer acts as Quarantine Officer. 

RADIO: Ship-to-shore communications; through St. John N.B. or 
Yarmouth N.S. 

BERTHING: Berthing length 400 ft., no water at low tide, ships lie 
aground on mud alongside. There are railroad tracks on wharf, main 
and electric lights laid on. 

FRESH WATER: From pipeline on Government wharf. 

FUEL: Oil by truck from various companies. 

REPAIRS: Hull repairs can be made at low water with vessel high and 


(See Plan) 


dry. 

SERVICES: Supplies: ship's stores can be secured in port. 
GARBAGE DISPOSAL: No facilities. 

WASTE OIL DISPOSAL: No facilities. 

SEAMAN’S CLUBS: None. 

AUTHORITY: Mr. John Harvie, Harbour Master/Wharfinger,P.O.Box 35, 
Hantsport, Nova Scotia BOP 1P0. Te/: 684-3216. 


HARBOUR GRACE, Newfoundland: 47.43 N. 53.08 W. 


DOCUMENTS: 

Crew Lists. 

Names of passengers. 

Clearance from Last Port of call. 

Derat Certificate. 

Inoculation List of all crew members and passengers. 

Manifest of Cargo. 

Copy Bills of Lading. 

List of Bonded Goods. 
PILOTAGE: Not compulsory, if required cable Agent. 
ANCHORAGES: Pilot will instruct Master. 
MAX. SIZE: Max. length 650 ft., max. draft 24 ft. low tide. 
HEALTH: See “Montreal”. 
RADIO: Route cables and telephone calls through St. John’s 
Newfoundland Radio. 
VHF: Stand by on Channel 6. 
TUGS: Not available. 
BERTHING: Nothing specific, Pilot will have instructions; Agent should 
be given 24 hours arrival notice. 
CRANE: Available on request. 
STEVEDORES: Available. 24 hours notice required. 
MEDICAL: Port doctors available; hospital facilities; advance notice 
would be helpful in providing ambulance services if needed. 
TANKERS: Marine storage terminals for oil are served by Canadian 
tankers. 
FRESH WATER: Available, pipeline delivery at piers, rate of delivery 
as required. 
FUEL: Diesel, gas oil, marine bunkering facilities in piers, available at 
any time, no notice required. 
CONSULS: Norway; Denmark; Spain; Portugal; France. 
REPAIRS: Deck and engine repairs available. 
GANGWAY/DECK WATCHMEN: Not necessary, available if required. 
OPENING/CLOSING HATCHES: By crew. 
CUSTOMS ALLOWANCES: Tobacco — each man 200 cigarettes per 
week. Wine and Spirit — each man 40 oz. wine or spirits per week. 
AIRPORT: 1 hour 15 minutes drive, service by regular airlines making 
connection to all points in the worid. 
TIME: GMT minus 3.5 hours. Clocks advanced 1 hour first Sunday of 
April each year and are put back 1 hour last Sunday of October each 
year. 


HOLIDAYS: New Year's Day; Good Friday; July 1st; November 1 1th; 

December 25th. Cargoes could be worked on these days with exception 

of Good Friday and Christmas Day. 

POLICE/AMBULANCE/FIRE: One telephone number for all services 

709-596-5014. 

TELEPHONES: Available at pier. 

SERVICES: Compass adjusting, radar repairs, RT repairs, gyro 

compass repairs, all types electronic equipment repaired. Divers 

available for surveys and underwater repairs. 

SHORE LEAVE: All crew members allowed ashore. 

IDENTIFICATION CARDS: Not required. 

GARBAGE DISPOSAL: No facilities available. 

WASTE OIL DISPOSAL: Tanker truck available from Crosbie Industrial, 

St.John's. Tel: 722-8272. 

SEAMAN’S CLUBS: None. 

CURRENCY: Canadian Dollar. 

REGULATIONS: Fishing vessels must advise of week-end arrival on 

Friday so that permit to take supplies can be obtained from Federal 
t. of Fisheries. 

AUTHORITY: Department of Fisheries and Oceans, P.O.Box 5667, 

StJohn's, Newfoundland A1C 5X1, Canada. Tel: 772-2661. FAX: 772- 

4525. Contact: W.Jenkins. 


HAVRE ST. PIERRE, Quebec: 50.14 N. 63.36 W. 


DOCUMENTS: Port of entry for Customs and Immigration. Quarantine 
services also available. Customs office is at Sept Isle, 208 km. to the 
West. 
PILOTAGE: Compulsory. Pilot station at Les Escoumins. 
ANCHORAGES: Safe anchorage in 42 ft. — 90 ft. to be found in Eskimo 
Harbour. 
MAX. SIZE: Largest vessel; 10,000 tons, draft 28 ft. 6 in. 
HEALTH: Pratique available by radio. 
RADIO: Seven Islands — VCK. 
TUGS: None available and not ecenee 
BERTHING: Quebec Iron & Titanium rp: Ore Loading Dock has 
640 ft. of berthing space, depth alongside 30 ft. at LW. 
Transport Canada Wharf: 450 ft. long, depth of 7.5 m. alongside at 
LW. 
Tidal variation from 4.75 ft. — 7.75 ft. 
CRANES: 1 rail mounted crane available at the ore loading dock. 
Cranes under 30 tons available on request and over 30 tons with 


delay. 
BULK CARGO FACILITIES: Conveyor and loading boom (40 ft. 
extension) at ore loading dock. Capacity 3,500 t.p.h. 
STEVEDORES: Working Hours: Monday to Friday 0800 hrs. — 1700 hrs. 
Sunday and holiday work possible with advance notice. 
MEDICAL: Hospital facilities available. 
FRESH WATER: Available ex-town mains supply. 
FUEL: Available on request. 
REPAIRS: Minor repairs can be undertaken. 
DRY DOCK: Nearest dry dock located at Les Mechins (153 miles from 
Havre St. Pierre). 
AIRPORT: Local airstrip with services. 
TIME: GMT minus 5 hours in Winter. GMT minus 4 hours in Summer 
(first Saturday in April to last Saturday in October). 
HOLIDAYS: New Year's Day, Good Friday, Easter Monday, 
Queen's Day (4th Monday of May), June 24th, Dominion Day (July 1st), 
Labour Day (1st Monday of September), Thanksgiving (2nd Monday of 
October), Remembrance Day (November 11th) and Christmas 
(December 25th and 26th). 
GENERAL: Chart: Canadian Chart No. 4429. 
AUTHORITY: Transport Canada, Garde Cotiere Canadienne, Harbours 
and Ports Division, 104 Dalhousie Street, Quebec, P.Q., G1K 4B8, 
Canada. Tel: (418) 648-3680. FAX: (418) 648-7980. 

R. Richard, Harbour Master, Havre St. Pierre, Quebec Province. 
Tel: (418) 538-3533, 538-3389, 538-2576. 


IQALUIT (Frobisher Bay), N.W.T.: 63.44 N. 68.32 W. 


LOCATION: An expanding settlement at the head of Frobisher Bay, 
Baffin Island. Navigation season, mid-July to mid-October depending on 
(ce conditions. Port of entry. 

DOCUMENTS: See “Montreal”. 

APPROACHES: Anchorage in depths of 38.4m. to 40.2m. 
Approximately 925 m. East of Monument Island settlement. Minimum 
depths in approaches, 9.8 m. 

PILOTAGE: No service as such but a senior port officer may assist 
vessels to moorings. 

TIDES: Rise of Tide, 12.2 m., with strong tidal runs between islands. 
Low powered vessels generally navigate Pike Resor Channel at slack 
water, high or low tide if current unfavourable. This channel is mostly 
navigated during daylight hours. 

HEALTH: Free Pratique, if health certificate is in order. In the event of 
Suspected disease or fever on board, report to Frobisher Bay 
Telecommunications Branch call sign VFF, R/T or W/T. 

RADIO: Frobisher Bay R/S VFF. Coast Guard Radio. 


CANADA 


TUGS: 2 landing craft (LCM's) each powered with two 130 h.p. diesel 
engines assist vessels in mooring, acting as tugs and running ship's 
stern lines to Innuit Head. 

BERTHING: Tankers of 160 m. length, 17.68 m. breadth and draft of 
9.1 m., discharge approximately 243.8 m. off Innuit Head. Method of 
mooring is to stream both anchors in anchorage area and stern lines to 
mooring bollards situated on Innuit Head for this purpose. General cargo 
ships up to 12,000 tons also moor in this position. Vessels should be 
prepared for a quick departure in event of storm warnings, especially 
hazardous from N. and S. winds. Maximum length, breadth and draft 
determined by Master and Owners or Charterers. Delays can be 
expected due to tidal conditions. All general cargo, machinery, vehicles, 
etc., transferred from ship to shore and vice-versa via landing craft as 
no pier exists; beach gradient is gradual. Frequently barges cannot be 
discharged and re-floated until next rising tide. Delays expected for cargo 
vessels anchoring off Monument Island and discharging or loading by 


lighters during high winds and rough seas. 
STEVEDORES: Special arrangements are necessary for these 
services. 


MEDICAL: Hospital facilities available. 

DENSITY: From August 1st to September 15th, mean approx. 1024, 
increasing slightly as season advances. 

FRESH WATER: Small quantity in emergency. Approximately 
50 gallons per minute. 

Note: Due to tidal conditions considerable delay could result in delivering 
fresh water. 

FUEL: Only supplied in emergency, Arctic diesel Grade 1, viscosity 
quoted as minus 60. Arrangements to be made through Shell Canada. 
REPAIRS: Limited repairs, i.e. welding, R/T and radio. 
OPENING/CLOSING HATCHES: According to agreements. 
REPATRIATION: Crew changes can be effected by air passage to or 
from Montreal. 

AIRPORT: Distance approximately 0.8 km. from landing beach, 6 flights 
weekly to and from Montreal, weather permitting, via Nordair Ltd. of 
Montreal. 3 flights weekly to Ottawa via First Air. 

TIME: GMT minus 4 hours. Summertime kept from April to October. 
POLICE/AMBULANCE/FIRE: RCMP 5202; Ambulance 979-5231; Fire 
6666 


IDENTIFICATION CARDS: Required if arriving from a foreign country. 
AUTHORITY: Transport Canada, Ottawa. 

Transport Canada, c/o Beach Master, Frobisher Bay, Canada XOA 
OXO. Tel: (819) 797-6298 during season. Telex: 063-5529. Telegrams, 
ae Canadian National Telegraph via VFF or VAW. Contact: Captain C. 

ote. 


KINGSTON, Ontario: 44.12 N. 76.30 W. 


For important General Information refer to St. Lawrence Seaway. 
DOCUMENTS: See “Montreal”. 
PILOTAGE: Contact Pilotage Officer, in Cornwall, tel: 613-932-8740, 
U.S. Pilot Station, Cape Vincent 315-654-2900. 
ANCHORAGE: Good anchorage off Penitentiary. 
RESTRICTIONS: Channel Depths — Controlling depth at low lake levels 
22 ft. until wharves in harbour approached. In upper harbour, controlling 
depth 17.5 ft. Depths vary from month to month. 

Navigating Season April 15th - December 15th. 
HEALTH: First port of entry. Quarantine at Quebec City for incoming 
ships from foreign ports. 
TUGS: Available. Necessary for handling ships in rough weather at 
Elevator and other docks. 
BERTHING: Docks extend West from North of bridge (La Salle 
Causeway) to Little Catariqui Bay — some 4 miles. Transport Canada 
455 ft., depth alongside 17 ft. Portsmouth Olympic Harbour — 
Environment Canada, under construction. Also smaller docks for coastal 
vessels and private docks, including Canada Steamship Lines Elevator 
dock 700 ft. long on East side 25 ft. alongside, and 600 ft. on West side 
depth 22 ft. La Salle Causeway 1,000 ft., 19 ft. alongside, used for 
berthing in Winter. James Richardson Wharf: Berthing length 800 ft., 
depth alongside 19 ft. 
BULK HANDLING FACILITIES: Canada Steamship Lines Elevator 
Dock: Large Upper Lake vessels are unloaded on East side by two 
travelling marine towers; canal-size vessels are loaded on the West side, 
6 loading spouts. The elevator capacity is 2,500,000 bushels, marine 
towers 35,000 bushels per hour. Canadian National Railways tracks run 
to the elevator and cars can be loaded with grain. This dock is also open 
to “hte cargo. 
STEVEDORES: From Toronto. 
MEDICAL: Hospitals, Kingston General and Hotel Dieu. 
FUEL: Bunker coal — normal stock 2,000 tons from lighters at wharf. 
Bunker ‘“C” and diesel oil also available. 
FIRE PRECAUTIONS: No unusual precautions. 
REPAIRS: Most repairs possible. 
DRY DOCK: Will take ships of length 210 ft., beam 44 ft. Depth on sill 
13 ft. 
CUSTOMS ALLOWANCES: See “Montreal”. 
TIME: Eastern Standard Time GMT minus 5 hours. Daylight Saving Time 
from first week-end in April to last week-end in October, clocks advanced 
1 hour. 
HOLIDAYS: See “Montreal”. Port Officials always available. 
wh Ship-to-shore phone communications through Kingston 
VBh). 
AUTHORITY: Transport Canada, P.O.Box 592, Kingston, Ontario K7L 
4X1. Tel: (613) 546-3335. Contact: E. Phipps-Walker, Harbour Master. 
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KINGSVILLE, Ontario: 42.02 N. 82.44 W. (See Plan) 


LOCATION: Kingsville Harbour is located on the North side of Lake Erie 
about 48 km. S.E. of Windsor. 

RESTRICTIONS: Navigation Season: April to mid-December. 

Depths: Entrance Channel: 5.5 m. 


BERTHING: 
Berth Length Depth 
(m.) (m.) 
West Wharf 218 a0 
East Pier 130 4.6 


REPAIRS: Minor repairs possible. 
SERVICES: Private fish processing plant, outdoor storage, International 
ferry (alternate port during inclement weather). 
Aut HORITY: Harbours and Ports, Canadian Coast Guard, 201 N. Front 
Street, Suite 703, Sarnia, Ontario, N7T 8B1, Canada. Tel: (519) 383- 
1942. FAX: (519) 383-1996. Contact: Regional Manager. 

Port Official: Jack Scratch, Harbour Master/Wharfinger. 


KITIMAT, B.C.: 53.59 N. 128.46 W. (See Plan) 


PORT LIMITS: All waters of Kitimat Arm and Kildala Arm bounded by 
the high water mark, North of a line drawn from Hilton Point (Lat. 
53° 48’ 54” N., Long. 128°52' 16” W.) through Louis Point (Lat. 
53° 49’ 08” N., Long. 128° 45’ 38” W.) on Coste Island to Steel Point 
(Lat. 53° 49’ 35” N., Long. 128° 42’ 20” W.) on the mainland. Canadian 
Chart 3743. 

DOCUMENTS and General Information: Refer to “Vancouver”. 
PILOTAGE: Compulsory. Pilot boards at Cape Beale, West Coast, 
Vancouver Island, or Triple Island, off Prince Rupert. Pilotage Authority 
require 48 hours notice to allow Pilot to meet vessel at Triple Island or 
Cape Beale. 

ANCHORAGE: No vessel shall anchor in the fairway or dredged channel 
approaching the wharf or otherwise in a position to interfere with or 
obstruct the docking or undocking of any other vessel. Pilot will instruct 
Master. Usual anchorage South of Eurocan Terminal, East side of 
Kitimat Arm. 

RESTRICTIONS: Approach to the port from the South is via Laredo 
Sound, Laredo Channel, Campania Sound, Whale or Squally Channels 
and thence via Douglas Channel. From the North via Brown Passage, 
Arthur Passage, Grenville Channel, Douglas Channel. The route from 
the South is approximately 120 miles, from the open sea and from the 
North approximately 130 miles. Entrance channel to Terminal Wharf 
No. 1 (red and black buoys with flashing light) is 732 m. long, dredged 
to a depth of 10.67 m. at low water, width varies from 244 m. at entrance 
to 183 m. In addition, a turning basin has been dredged to 10.67 m. at 
low water on the side of the channel opposite wharf, providing a turning 
basin 198 m. in width. The channel has mooring dolphins on West side, 
264 m. South of wharf No. 1 to accommodate vessels up to 16,000 d.w.t. 
while awaiting berth. 

Vessels may enter or depart any time of day or night. 

MAX. SIZE: LOA, 207 m. beam 27.4 m., draft 11 m. Mean tide range 
4.2 m. Depth alongside at zero tide 10.67 m. 

HEALTH: (Radio Pratique Waived): Only in the event of suspected 
disease or fever on board — also request for Derat, contact the 
Quarantine Officer at Prince Rupert, B.C. Tel: (604) 627-1381. 
RADIO: Prince Rupert Radio “VAJ" 500, 2182, 1630. 

ETA: Notice of ETA must be given to Alcan, Eurocan or Agent at Kitimat 
at least 24 hours and 12 hours before arrival. Alcan, Eurocan or Agent 
may then assign a berth to the vessel but shall not be liable for any 
delay in providing berth or for failure to provide a berth. Vessels carrying 
bulk cargoes for discharge are instructed to request Alcan via radio or 
wireless telegraph through shore stations as to which hatches are to be 
opened on arrival alongside unloading berth to permit immediate entry 
of unloading devices. 

TUGS: Tug services available. 3 tugs, 500 h.p., 750 h.p. and 1,000 h.p. 
BERTHING: Alcan Terminal Wharf No. 1 (concrete caisson 
construction) is 229 m. long and has two pneumatic unloading towers 
discharging to a belt conveyor and a Kangaroo Crane for either bulk 
and general cee a duties. The wharf is connected by rail direct to 
Aluminum Co. of Canada smelter yard and to the Terrace — Kitimat 
spurline of CNR. 

Rivtow Straits Ltd. operates a weekly Ro/Ro barge service for 
containers and palletised cargo to and from Vancouver from a barge 
loading ramp located south of Alcan’s mooring dolphins. 

Eurocan Terminal is located to the East of Ocelot Terminal and is 
137 m. long with mooring dolphins at South end. To the North of the 
terminal is located a hydraulic barge loading ramp. Dredged alongside 
ys 1 oe m. at LLW. Principle export cargoes are paper and packaged 
umber. 

No container or LPG carrier facilities available. 

Ocelot Industries Ltd., terminal is located South and East of Alcan’s 
facilities and is of concrete piles and consists of a loading platform with 
2 pads on either side with mooring dolphins to the North and South. The 
distance between breasting pads is approximately 78 m. and the overall 
length between dolphins is approximately 300 m. The berth area is 
approximately 430 m. long and 90 m. wide and is dredged to 13 m. at 
LLW. At the entrance there is a Q.F. flashing red buoy in line with the 
berth and another at the North end. F. W. range lights bearing 001° are 
located to the North and have a range of 4 miles. Principal export cargo 
is methanol. As an extension to the methanol plant, Ocelot is presently 
constructing a 500 tonne/day Ammonia plant, product will be shipped 
through existing wharf facilities. A separate pipeline and loading arm are 
under construction. 
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STEVEDORES: ETA sent by cable 24 and 12 hours before arrival. 
MEDICAL: Kitimat General Hospital — complete medical service 
provided. 

DENSITY: Varies with state of tide, water depth and season of the year 
FRESH WATER: Available at Alcan’s Terminal Wharf No. 1 and at other 
terminals by tank truck. 

FUEL: Only diesel oil available. 

CONSULS: Available at Vancouver, B.C. 

REPAIRS: Minor repairs only; nearest shipyard facilities Esquimalt or 
Vancouver. 

SURVEYORS: Cargo Inspectors: S.G.S. Supervision Service Inc, 
located at Kitimat. A.B.S., B.V. and Lloyd's Surveyor available from 
Vancouver. 

GANGWAY/DECK WATCHMAN: Not necessary. 
OPENING/CLOSING HATCHES: Normally done by crew on bulk 
discharge. On general cargo, stevedores open and close hatches. 
CUSTOMS ALLOWANCES: Tobacco: 200 cigarettes or 0.5 Ib. tobacco. 
Liquor: 40 oz. per man, additional issue after 7 days. 
REPATRIATION: Facilities convenient for crew changes. 

AIRPORT: Three flights daily from Terrace to Vancouver International 
Airport. Limousine service from Kitimat to Terrace, distance 40 miles. 
TIME: GMT minus 8 hours. Daylight saving time from first Sunday in 
April to last Sunday in October. 

HOLIDAYS: New Year's Day, Good Friday, Victoria Day, Dominion Day, 
Labour vas a aiaea Day, Christmas Day, and Boxing Day. 
POLICE/AMBULAN RE: Police 632-7111; Ambulance/Fire 632- 
9111 or 639-9111. 

EMERGENCY CO-ORDINATION CENTRE: Local fire chief, R.C.M.P. 
Kitimat. Tel: 632-7111 or Canadian Coast Guard, Prince Rupert. 
Tel: 624-9146. 

TELEPHONE: Telephone available at dock offices. 

STORING: Vessels can be stored by truck, which may proceed 
alongside the berth. Fork-lift trucks may be used to handle stores. 
Customs Regulations in force for bonded stores only. Riggers available 
to assist with storing. 

SHORE LEAVE: Permitted. 

AUTHORITY: Transport Canada, 224 West Esplanade Street, North 
Vancouver, B.C. V7M 3J7. Tel: 984-3800. Telex: 04-53235. Contact: 
Walter Koengeter, Harbour Master, P.O.Box 488, Ocelot Road, Kitimat, 
B.C. V8C 2R9. Tel: (604) 639-9400 (office), (604) 632-2937 (home). 


AGENT: Kitimat Shipping Agencies Ltd., P.O.Box 488, Ocelot Road, 
Kitimat, B.C. V8C 2R9. Tel: (604) 639-9400. Telex: 047-84523. 
Cables: Kitship. 


LES ESCOUMINS, Quebec: 48.20 N. 69.20 W. 


LOCATION: Situated on the North shore of the St. Lawrence River, 
25 miles East of the Saguenay River. 

APPROACHES: Depth in channel is 17 ft. LW. Tidal variation is from 
10.75 ft. — 17 ft. 

MAX. SIZE: Largest vessel, draft 15.5 ft. 

BERTHING: There is a ferry berth, used from April 15th to December 
15th, for the Les Escoumins — Trois Pistoles Ferry. 

FRESH WATER: Available ex-town mains supply. 

REPAIRS: Electronic repairs possible. 

AUTHORITY: Transport Canada, Garde Cotiere Canadienne, Region 
des Laurentides, 4 Place Quebec, Suite 103, Quebec, P.Q., G1R 4X3. 
Tel: (418) 648-3680. FAX: (418) 648-7980. Contact: P.E. Veillette, 
Whariinger, 304 Rte 138 Est, Les Escoumins. Tel: (418) 233-2150. 


LISCOMB, Nova Scotia: 45.01 N. 61.59 W. 


APPROACHES: Channel depth ranges from 3.6 m. to 9.1 m. 
BERTHING: Government Wharf closed as in a state of disrepair. 
CRANES: None available. 

MEDICAL: Sheet Harbour Hospital, 30 km. 

TANKERS: Facilities closed. 

AIRPORT: Halifax International Airport, 225 km. 

AUTHORITY: Department of Fisheries and Oceans, Small Craft 
Harbours Branch, 1721 Lower Water Street, 4th Floor, P.O. Box 550, 
Halifax, Nova Scotia B3J 2S7. Tel: (902) 426-8120. Telex: 019-21891. 
Contact: R.W. Young. 


LIVERPOOL, Nova Scotia: 44.03 N. 64.42 W. 
(See Plan) 


SHIPMASTER’S REPORT: November 1990. 


DOCUMENTS: See “Halifax”. 
PpiILOTAGE/APPROACHES: For the approach to the outer anchorage, 
no pilot service is necessary. 

There are numerous lighthouses and buoys which mark shallows, and 
the approach is without difficulties. 

Pilots are sent from Halifax and require 3 — 4 hours notice from Agent, 
therefore vessel has to give Agent plenty of notice. Pilot will board the 
vessel at the outer anchorage. The pilot boat is aluminium in colour and 
has no special identification markings, and is also used to bring the 
mooring lines ashore when berthing. Pilots are only on VHF Channel 
16 when they are on duty or prior to boarding a vessel for berthing. 
Pilots are very experienced. 

In addition to listening on Channel 16, vessels should switch to VHF 
Channel 10 for receiving instructions for the Paper Mill. 
ANCHORAGES: There is a safe outer anchorage close to the Pilot 
Station, situated at the centre of cross bearings from Coffin Island, 
Eastern Head and Moose Point, about 0.8 nautical miles from each point 
in about 26.0 m., with good holding ground, no dragging. 
RESTRICTIONS: No information available. 

MAX. SIZE: As per Bowater Agencies, depending on the state of the 
tide (LOA 500 ft. (approx.) and draft 24 ft. — 26 ft.). 

HEALTH: See “Halifax”. 

RADIO: Halifax Radio, VCS, was used for ETA messages. 

VHF: Bowater Agency maintains watch on Channel 10. Coast Guard 
Radio stations at Halifax and Yarmouth maintain watch on Channel 16. 
RADAR: No radar. 

TUGS: No tugs available. 

BERTHING: Berthing is done by dropping anchor in front of tip of pier 
and by swinging stern first, and mooring starboard side at the N.E. side 
of the pier. 

There is a finger pier about 500 ft. long with about 24 ft. — 26 ft. depth 
alongside, depending on tide. The pier is of wood construction and 
berthing has to be done with great care because of the aged condition 
of the wood piles which have been partly renewed. 

Loading of newsprint paper rolls is done by ship’s gear. 

CRANES: There are no cranes. 

BULK CARGO FACILITIES: There are no facilities available. 
SPECIALISED CARGO HANDLING FACILITIES: No information. 
STEVEDORES: Agent to be kept well informed by cable. Stevedores 
are local union personnel. 

Normal working hours are 0800 hrs. — 2000 hrs. 

Loading rate is about 50 tonnes per gang/working hour. 

MEDICAL: There is a modern hospital and several doctors in the town. 
TANKERS: No information available. 

DENSITY: 1025. 

FRESH WATER: Available in unlimited quantities at no cost. 

FUEL: Diesel oil can be supplied by trucks from Halifax. Heavy fuel oil 
not available. 

FIRE PRECAUTIONS: Paper Mill maintains a fire brigade. 

CONSULS: See “Halifax”. 

REPAIRS: Minor repairs can be undertaken by the Paper Mill work shop 
or small local repair firms. 

DRY DOCKS: There is a slip at Liverpool for small vessels. 
SURVEYORS: There are several surveyors at Liverpool and Halifax. 
GANGWAY/DECK WATCHMEN: Not compulsory or necessary. 
HATCHES: Opening/closing of hatches normally by crew. 

CUSTOMS ALLOWANCES: Every crew member is entitled to 1 bottle 
of spirits and 200 cigarettes every 7 days. There is only one Customs 
Officer at this port. 

CARGO GEAR: Ship's gear is used. 

REPATRIATION: Repatriation can be undertaken without difficulties, 
through the airport at Halifax. 

AIRPORT: Halifax International Airport is 170 km. from Liverpool. 
TIME: Summer — GMT minus 3 hours. Winter — GMT minus 4 hours. 
HOLIDAYS: See “Halifax”. 

POLICE/AMBULANCE/FIRE: Use telephone in Paper Mill or at gate. 
EMERGENCY CO-ORDINATING CENTRE: No information available. 
TELEPHONES: There is a telephone at the office next to the vessel. 
SERVICES: See “Halifax”. No special services at Liverpool. 

BANKS: At Liverpool — Bank of Montreal, Bank of Nova Scotia and 
Royal Bank. 

STORING: See “Prelims”. 

; yt be stored by truck. 


Yes. 

. No information. 

. Stevedores have to be used. 

SHIP SUPPLY SERVICE: No ship chandlers at Liverpool. No 
information on other services. Fresh provisions can be obtained from 
Supermarkets, which deliver to ship free of charge. 

SHORE LEAVE: No restrictions. 

IDENTIFICATION CARDS: Not necessary. 

REGULATIONS: No particular or unusual regulations. 

DELAYS: Delays may occur when Paper Mill cannot keep up with the 
fabrication of newsprint paper rolls, which are fabricated prior to vessel's 
arrival. This vessel had no delays. 

GENERAL: Agent, Customs and stevedores — all very co-operative. 
Charts: Canadian Chart No. 4379. B.A. Charts No. 340 and 730. 
DEVELOPMENTS: There are plans to enlarge the finger pier over the 
Period of the next 3 years. 

AUTHORITY: Bowater Mersey Paper Company Limited, P.O.Box 1150, 
Liverpool, Nova Scotia, BOT 1KO. Tel: (902) 354-3411. Telex: 019-21556. 
FAX: (902) 354-3579. Contact: Gary Levy or Jack Conrad. 


OuPwn- 


. Yes, but not during loading hours, due to the very narrow pier space. 


CANADA 


LONG POND, Newfoundland: 47.31 N. 52.58 W. 
(See Plan) 


LOCATION: Located on the South shore of Conception Bay, about 
35 km. West of Cape St.Francis, on the East coast of Newfoundland. 
Navigational season is year round, with occasional icebreaker 
assistance in early Spring. 

PILOTAGE: Not compulsory, but can be arranged through St.John's if 
required. 

APPROACHES: Entrance channel is 50 m. wide with limiting depth of 
8.2 m. Turning area in harbour extends 135 m. off the wharf with limiting 
depth of 8.2 m. near wharf face. 

BERTHING: Wharf with length 245 m. and depth 6.9 m. 

MEDICAL: Hospital 25 km. 

FUEL: Available. 

REPAIRS: Minor repairs possible. 

AIRPORT: 25 km. 

GENERAL: Officials: Harbour Master and Customs available. 
Services: Supplies available. 

Charts: Canadian Charts No. 4581 and 4848. B.A. Chart No. 296. 
AUTHORITY: Canadian Coast Guard, P.O.Box 1300, St.John’s, 
Newfoundland A1C 6H8, Canada. Tel: (709) 772-5154. Telex: 016-3369. 
FAX: (709) 772-5127. Contact: D.A. Lester, Regional Manager. 


LOUISBOURG, Nova Scotia: 45.55 N. 59.58 W. 


LOCATION: On the North side of N.E. arm of Louisbourg Harbour, S.E. 
Coast of Cape Breton Island, Nova Scotia. 
PILOTAGE: Compulsory. Pilot boards 5 miles to seaward. 
ANCHORAGE: Safe anchorage anywhere clear of the ship channel 
apna docks. 
RESTRICTIONS: Navigation Season: Port open all year. No ice forms 
sufficiently to hinder odyeb 3 
Channel depth: Lowest depth at low tide in ship channels is 30 ft. Draft 
ther pag vessel (8,000 g.r.t.) to enter port was 30 ft. 6 in. Tides rise 
4 ft. to 5 ft. 
HEALTH: Quarantine Station is in the South West harbour. Health 
officers board vessels at wharves. 
RADIO: Sydney Radio (VCO). 
BERTHING: (1) Small Craft Harbours Wharf: Berthing length 530 ft., 
depth alongside at LW 19 ft., used for general freight. The inner 181 ft. 
of the wharf is open faced creosoted timber cribwork. The next 217 ft. 
is of steel sheet pile encased creosoted timber pilework driven through 
remains of timber cribwork. The remaining outer stem portion and the 
“T" are of concrete crib construction. The limiting loads are 300 pounds 
per square foot on the timber cribwork section and 500 pounds per 
square foot on all other sections. 
(2) Louisbourg Fisheries Wharf: 300 ft. long and 60 ft. wide, of concrete 
construction. Across the head of the wharf there is 20 ft. to 21 ft. of water 
alongside at LW. From the head of the wharf towards shore the depth 
decreases from 20 ft. to 15 ft. In addition, there are several smaller 
wharves in the harbour with 20 ft. and less depth alongside at LW. 
Administered by Small Craft Harbours. 
MEDICAL: Hospital at Sydney. 
FRESH WATER: Available. 
FUEL: Fuel and diesel oils can be secured from tank wagons or in 
barrels — no ship storage in bulk. Light diesel oil on pipelines to wharves. 
REPAIRS: No facilities available. 
SURVEYORS: Lloyd's, Bureau Veritas and American Bureau at Halifax. 
GENERAL: Services: Post Office, Telegraph, Telephone, Customs. 
Trade: Exports: Fish. Imports: General Merchandise. 
Charts: Canadian Charts No. 4375 and 4376. 
Provisions: Available. 
AUTHORITY: Department of Fisheries and Oceans, Small Craft 
Harbours Branch, P.O. Box 1085, Sydney, Nova Scotia B1P 6J7. 
Tel: (902) 564-7362. Contact: E. P. Gibney, District Manager. 

Local Authority: C. G. Shaw, Transport Canada — Harbour Master and 
Fisheries and Oceans — Harbour Manager. Te/: 733-2117. 


MARYSTOWN, Newfoundland: 47.10 N. 55.09 W. 
(See Plan) 


LOCATION: Located on the shore of an inlet in the Southwest part of 
Mortier Bay. Mortier Bay is located on the West side of Placentia Bay. 
The eae season is year round. 

PILOTAGE: Not compulsory, but can be arranged through St.John’s if 
required. 

BERTHING: Wharf with length 36 m. and depth 6.2 m. 

MEDICAL: Facilities available. 

FRESH WATER: Available. 

FUEL: Available. 

REPAIRS: Possible at Marystown Shipyard. 

GENERAL: Officials: Harbour Master and Customs available. 
Services: Supplies available. 

Charts: Canadian Chart No. 4587. 

AUTHORITY: Canadian Coast Guard, P.O.Box 1300, St.John’s, 
Newfoundland A1C 6H8, Canada. Tel: (709) 772-5154. Telex: 016-3369. 
FAX: (709) 772-5127. Contact: D.A.Lester, Regional Manager. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


MATANE, Quebec: 48.51 N. 67.35 W. 


APPROACHES: Channel depth 8.5 m. (extreme low tide). 
PILOTAGE: Not compulsory but available. 

RESTRICTIONS: The harbour is open all year round, but occasionally 
assistance of ice-breakers may be required. 

HEALTH: Radio Pratique available. 

RADIO: Mont-Joli, call sign VCF. 

TUGS: Available, but not required by power-driven vessels. 
BERTHING: 


Section Length Depth 
(m.) (m.) 
1 186 10.0 
2 92 4.9 
120 4.0 


3 : 
STEVEDORES: Working Hours: Monday to Friday, O800hrs. — 
1700 hrs. Sunday and holiday work possible with advance notice. 
MEDICAL: Hospital at Matane. 
DENSITY: 1025. 
FRESH WATER: Available. 
FUEL: Available. 
REPAIRS: Minor repairs possible. 
DRY DOCK: Nearest dry dock located at Les Mechins (30 miles from 
Matane). 
AIRPORT: At Mont-Joli. 
TIME: GMT minus 5 hours in Winter. GMT minus 4 hours in Summer 
(first Saturday of April to last Saturday of October). 
HOLIDAYS: New Year's Day, Good Friday, Easter Monday, 
Queen's Day (4th Monday of May), June 24th, Dominion Day (July 1st), 
Labour Day (1st Monday of September), Thanksgiving (2nd Monday of 
October), Remembrance Day (November 11th) and Christmas 
(December 25th and 26th). 
GENERAL: Formalities: Port of entry for customs (Rimouski) and 
immigration. Quarantine services also available by radio or telephone. 
Chart: Canadian Chart No. 1236. 


SHIPMASTER’S REPORT: November, 1983. 

Pilotage: Optional; advisable on first visit. Pilot can be requested by 
telephoning (418) 562-3201 or 4083, or by contacting the Harbour 
Master's Office during office hours. 

Pilot boards vessel 1 mile off the entrance. 

Anchorage: In the river, 1 mile from the West breakwater, in depths of 
9m. — 18m. Bottom mud. 

Max. Size: Up to 30,000 d.w.t., length 175 m. (575 ft.) and max. draft 
8.5 m. (28 ft.). 

Health: Pratique is a pee on arrival. 

Radio: Mont-Joli: VCF. 

VHF: Harbour Authority has no VHF. 

Berthing: Matane is on St. Lawrence River South Shore, 36 miles above 
Cap Chat. The new harbour is 2 miles West of the town and open to 
traffic throughout the Winter. 

Two breakwaters protect and form Matane harbour, which provides a 
commercial quay of 183 m. (600 ft.) with 8.2 m. (27 ft.) depth alongside. 

An underwater oil pipeline extends 600 m. seaward N.E. and parallel 
on, ee N.E. breakwater. The seaward end in 6 m. of water, is marked 

y a buoy. 

Entry direct from the river. The 150 m. (500 ft.) wide entrance between 
the breakwater heads faces N.E. In the Autumn, strong N.E. winds send 
in a heavy sea. 

Max. tidal rise is 4.4 m. (14 ft. 6 in.). The mean tidal rise: MHWS 3.4 m. 
(11 ft.), MHWN 2.7 m. (9 ft.) and MLWN 1.2 m. (4 ft.). 

Stevedores: Good supply of labour available. 

Medical: Full range of medical services available. 

Density: 1013. 

Fresh Water: Laid on to berth. Has to be reconnected in Winter season, 
which makes it expensive. 

Fuel: Light fuel and diesel oil available. 

Customs: Matane is a port of entry. 

Airport: Daily flight to Montreal. 

General: Port used mainly for Canadian timber exports. 


AUTHORITY: Transport Canada, Harbours and Ports Division, 
Canadian Coast Guard, 104 Dalhousie Street, Quebec, G1K 4B8, 
Canada. Tel: (418) 648-3680. FAX: (418) 648-7980. 

G. Desrosiers, Harbour Master — Matane. Te/: (418) 562-0042, 
562-0986, 562-1842. 


MONT-LOUIS, Quebec: 49.14 N. 65.44 W. 


LOCATION: Village on Mont-Louis Bay, Gaspe Coast, South shore of 
the St. Lawrence, 16 miles West of Cape Magdalen. 

PILOTAGE: Not compulsory but available. 

ANCHORAGE: In the Bay in 6 fathoms, mud bottom. There is not much 
room to work out from this anchorage. 

RESTRICTIONS: The harbour is open year round, but occasionally 
assistance of ice-breakers may be required. 

Some Masters have found the port and certain berths in it hazardous 
during bad weather. Shipmasters are advised to take the advice of the 
local ships’ Agents in this respect. 

Channel: Depth not less than 19 ft. at LW. Tides rise 9.5 ft. at Springs 
and 7 ft. at Neaps. 

HEALTH: Pratique available by radio. 

RADIO: Fox River (VCG). 

TUGS: None available. 
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BERTHING: (1) Transport Canada Wharf on West shore of bay. Aj 
access at this wharf is prohibited, at present this wharf is falling into 
ruins. 

(2) Transport Canada Wharf, located on the East side of the bay, 
403 ft. long and 47 ft. wide at outer end, having a depth of 30 ft. at its 
outer end. 
STEVEDORES: Working Hours: Monday to Friday, 0800 hrs. - 
1700 hrs. Sunday and holiday work possible with advance notice. 
MEDICAL: Hospital at Ste. Anne des Monts, 90 km. to the West. 
DENSITY: 1025. 
FRESH WATER: Available. 
FUEL: Diesel oil available. 
REPAIRS: Minor repairs only. 
DRY DOCKS: Nearest dry dock located at Les Mechins (56 miles from 
Mont Louis). 
SURVEYORS: Lloyd's Surveyor at Quebec City. ABS at Montreal. 
AIRPORT: Matane and Gaspe. 
TIME: GMT minus 5 hours in Winter. GMT minus 4 hours in Summer 
(first Saturday of April to last eee of October). 
HOLIDAYS: New Year's Day, ood Friday, Easter Monday, 
Queen's Day (4th Monday of May), June 24th, Dominion Day (July 1st), 
Labour Day (1st Monday of September), Thanksgiving (2nd Monday of 
October), Remembrance Day (November 11th) and Christmas 
(December 25th and 26th). 
GENERAL: Services: Post Office, Telephone, Provisions. 
Charts: Canadian Chart No. 1230 (Mont-Louis Bay Inset). 
Transportation: Good highway connects with coastal villages and 
Quebec. No railroad. 
AUTHORITY: Transport Canada, Harbours and Ports Division, 
Canadian Coast Guard, 104 Dalhousie Street, Quebec, G1K 4B8. 
Tel: (418) 648-3680. FAX: (418) 648-7980. 

G. Bernachez, Harbour Master — Mont-Louis. Te/: (418) 797-2491. 


MONTREAL, Quebec: 45.30 N. 73.33 W. 


DOCUMENTS: 

3 Crew Lists. 

3 Passenger Lists. 

3 copies Customs Documents. 

3 copies Health Documents. 

3 copies Manifests. 

3 copies Bills of Lading. 

3 copies Ship's Papers. 

PILOTAGE: Compulsory. Pilots board inbound vessels at Anse-aux- 
Basques (near Les Escoumins) to bring ships as far as port of Quebec 
where Pilots are exchanged for the trip to Trois-Rivieres. Pilots are again 
exchanged at Trois-Rivieres before ships may proceed to Montreal. 

For further information refer to “Quebec”. 

ICE ADVISORY SERVICE: Ships inbound from seaward between 
December 15th and April 15th should advise “Ice St. John's” 36 hours 
prior to reaching 58° 00’ W., Cabot Strait or the Strait of Belle Isle, stating 
the name of the vessel, the position, speed, destination, whether loaded 
or in ballast, Classification Society, Ice Class (if any) and agency in 
Canada. This procedure will facilitate the passing of ice information to 
the ship as necessary. 

Ice information is also available from Coast Guard Marine stations at 
regular scheduled broadcast times or upon request. For more 
information consult the “List of Radio Signals”. Updated ice charts are 
also transmitted by faxsimile from Coast Guard Radio Stations at 
scheduled broadcast times. 

Ice St. John's can be contacted through the following radio stations: 

VON 


(See Plan) 


(e) St. John's 
vcS Halifax 
Vvoo Comfort Cove 
vcO Sydney 
VCM St. Anthony 
VAU Yarmouth 


Master should obtain Canadian Coast Guard publication “Ice 

Navigation in Canadian Waters”. This book will explain ice breaker 
procedure and sound advice for ice navigation. 
ANCHORAGE: Available at Lanoraie, approx. 3 miles above Sorel 
harbour limits, and at Pointe-aux-Trembles anchorage below Berth 110. 
Also opposite Grain Elevator No. 4. Boatmen services are available to 
vessels at anchor. 

Anchorages will be allocated by the Harbour Master (Montreal), 
through the Vessel Traffic Services Centre, Montreal. 

MAX. SIZE: Entry only restricted by draft. Main channel depth is 
11.00 m. Channel 243.8 m. wide at narrowest point. 

HEALTH: Except in case of coastwise vessels free of disease and 
arriving in Canada from ports or areas that are not infected, every vessel 
coming from a port outside Canada is inspected by the Quarantine 
Officer, and shall not make customs entry until it has received pratique 

“Coastwise Vessel” means a vessel operating exclusively between 
Canada and the island of St. Pierre and Miquelon or between Canada 
and the United States, including Alaska. A “coastwise vessel” loses 
coastwise status and is subject to quarantine inspection on its next 
arrival at a Canadian port when at any time it touches a foreign port 
other than those mentioned above. 

Where sufficient quarantine information can be given by wireless, 
Radio Pratique may be obtained between the hours of 0900 and 1700 
the day preceding arrival: 

(a) sa “Quarantine Halifax” by vessels bound for Halifax, Nova 

tia. 

(b) From “Quarantine Saint John” by vessels bound for Saint John, 

New Brunswick. 


(c) From “Quarantine Quebec” by vessels approaching Canadian 

ports via the Saint Lawrence River. 

For the purposes of Radio Pratique vessels are required to give the 
following information: 

(a) Name and nationality of vessel. 

(b) Ports called at during voyage. ; 

(c) Date and place of last fumigation or Derat Exemption Certificate. 

(d) Nature of cargo. 

(e) Number of crew. 

(f) Number of passengers. 

(g) Port of destination and name of Agent. _ : 

(h) Number of persons without valid vaccination certificates. 

(i) Condition of health of all on board with details of any sickness or 

death which has occurred during the voyage. 

Vessels proceeding directly into the Seaway may now receive 
quarantine inspection and clearance while at anchor awaiting entrance 
to the Seaway. 

RADIO: All communications via Montreal Radio, call sign VFN. Vessel 
Traffic Services handle VHF traffic as follows: Between Yamachiche and 
Cap St. Michel, VHF Channel 9 (156.45 MHz.). From Cap St. Michel to 
Montreal, VHF Channel 10 (156.50 MHz.). Ship to ship communication, 
VHF Channel 6, (156.3 MHz.). Port radar service available. 

TUGS: 8 tugs, 1,000 h.p. — 1,600 h.p. 


BERTHING: 
Depth 
Berth number Wharf along- 
(usual name) length side Remarks 
(m.) (m.) 
Bickerdike Basin 
M-6 217.6 4.60 
M-5 7.62 
M-4 628.3 7.62 
M-3 7.62 
M-2 7.62 
M-1 91.4 7.62 
Bickerdike Pier 
East Side B-1 7.6-8.83 Ro-Ro Ramp 
B-2 568.7 8.83 Shed 
B-3 8.83 
North End 
12-N 152.4 10.70 
West Side 
B-4 8.83 
B-5 585.60 8.83 Shed 
B-6 8.83 
Ro-Ro Ramp, 
B-7 | 357.3 8.83 container cranes 
B-8 i 8.83 1 x 50 tons and 
1 x 35 tons 
Windmill Point Wharf 
5W 141.7 9.14 
6W 152.4 9.14 
7W 163.9 9.14 
9 W to 10W 373.6 9.14 Grain unloading 
11NE 90.5 4.30 
11NW 41.1 4.30 
12 284.6 4.26-8.83 Berthing only 
Alexandra Pier 
South Side 
Lower 3 163.0 10.2 Berth 3 and 5: Total 
berthing length of 
360.8 m. 
Upper 3 Passenger terminal 
‘Iberville’ upper shed 3 
Lower 5 197.8 10.2 Parking only 
Upper 5 Passenger terminal 
‘Iberville’ upper shed 5 
End of Pier 
14E 107.3 10.2 
North Side 
Lower 4 162.4 10.2 
Upper 4 
Lower 6 215.2 10.2 
Upper 6 
No. 1 Pier 
South Side 15S 203.1 10.7 Berthing only 
North Side 15N 203.1 10.7 Berthing only 
King Edward Pier 
South Side 
Lower 7 
rie! - | 386.5  10.7__ Berthing only 
Upper 9 
End of Pier 
16E 107.9 10.2 Berthing only 
North Side 
Lower 8 
eee | 389.5 10.7 _Berthing only 
Upper 10 
Section 16 16 178.0 8.8 


Berth number 
(usual name) 


Jacques Cartier Wharf 
16 


17 
18 and 19 


Market Basin 
23 
Sect. 25 — 42 inc. 


Laurier Pier 


Tarte Terminal 


Sutherland Pier 


49 
Hochelaga 50 
Terminal 
Elevator 54 | 
No. 4 | 


Cadillac Terminal 
64 (Part) 
Maisonneuve 66 


Terminal 67 
68 
70 

Sect. 71 — 72 
71 
72 


Boucherville Terminal 


74 


Cast Terminal 


Contrecoeur Terminal: 


Wharf 
length 
(m.) 


345.0 
190.0 
421.0 


90.5 
152.4 


295.6 
251.7 
245.2 
252.3 
147.3 
154.2 
153.6 
151.4 


143.3 
168.7 
161.2 
163.6 


183.4 
185.6 
200.0 
187.1 


133.1 
132.8 


225.5 
95.7 
263.3 


162.1 
69.1 


143.7 
62.0 
158.0 


91.7 
91.3 
190.2 
239.6 
338.0 


394.7 


244.7 
285.4 


197.8 
167.6 
152.4 
152.4 
190.8 
245.4 
157.35 


157.3 
199.7 
223.1 
194.8 
200.4 


198.1 
171.8 


192.9 
192.9 


249.0 


489.4 
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10.7 


CANADA 


Remarks 


Berthing only 
Berthing only 
Berthing only 


Shed 
Shed 


} Not available for 
Marine Traffic 
Shed 
Not available for 
Marine Traffic 


Shed 


9.1 
9.1-10.7 | Shed 
0. 


Capable of handling 
containers. 


Bulk Cement Facility 


Bulk sugar facility 


Shed 

Coastal trade, shed 
600 ton shore crane, 
Ro-Ro ramp 

Shed 

Shed 

Shed 

Shed 

Shed 


3x 1,500 t.p.h. loading 
towers. Grain loading 
Grain unloading 

Salt 


4 gantry cranes, 
35-40 tons each, 
capable of container 
handling 


Shed 

Ro/Ro 

From Section 66 

to Section 70, 

3x35 ton and 1x40 ton 
travelling container 
cranes. 


Shed 

Two travelling cranes, 
18 and 13 tonnes — 
Dry Bulk 


Ro/Ro — One travelling 
container crane, 
45 tons 


Container Terminal 
2x50 ton portainer 
cranes and 1104 ton 
mobile harbour crane. 
See “Contrecoeur’”. 
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GRAIN FACILITIES: 


Loading 

Loading capacity 

Capacity galleries bushels 
in bushels at berths per hour 


9,500,000 54-55 120,000 Unload at 56 with 3 
marine legs and a 
capacity of 100,000 
bushels/p.h. 


Elevator No. Remarks 


4 (Berths 54-56) 


5 (Berths 9W- 5,100,000 7W 32,000 2 marine legs 
10W) 484.6 m. loading 
galleries. Unioad at 
9W-10W with 
2 marine legs and a 
capacity of 72,000 
bushels/p.h. 
TANKERS: Petroleum Product Facilities: Also see “Fuel”. 
Depth 
Berth No. Wharf — along- 
(usual name) length side Remarks 
(m.) (m.) 
Norcan 76 156.4 10.7 
Olco 
Petroleum 
Terminal 94 238.10 10.67 
Ultramar 95 
96 404.8 9.1-10.7 
97 Salt 
Imperial Oil 101E 192.6 10.7 Total berthing length 
102E 192.5 10.7 384.96 m. 
102 W 97.5 4.6 
Shell Canada 103S 189.6 10.7 
103 N 189.6 9.1 
Sunoco Inc. 104 32.6 9.1 Can accommodate 
ships of 147.8 m. length 
Ultramar 105 116.1 9.45 } Total berthing length 
106E 116.4 9.45 232.57 m. 
Petro Canada 109 139.0 10.7 Total berthing length 
110E 139.0 10.7 278.12 m. 
110W ~s: 163.6 4.57 
Marien Street 
Wharf 110 31.08 3.7 


FRESH WATER: Available by pipeline at most berths. 
FUEL: All grades can be delivered at oil companies’ terminals; also by 
bunker barges to vessels lying anywhere in the harbour. 


Dock and Location: Berth 76, East Montreal. 

Operator: Terminal Norcan Inc., 6370 Notre Dame St. East, Montreal, 
Quebec H1N 2E1. Tel: (514) 253-2222. Contact: Mariel R. Bergeron. 
Storage Capacity (Barrels): 1,000,000. 

Length of Dock: 156.4 m. 

Depth at Dock: 10.7 m. 


Dock and Location: Berth 94, East Montreal. 

Operator: Olco Petroleum Group Inc., 2561 Georges V, Montreal, 
Quebec HiL 6J7. Tel: 645-6526. Contact: Louis Senechal, Dock 
Manager. 

Type of Dock: Loading and unloading. 

Type of Cargo Handled: Crude oil, gasoline, stove oil, marine fuel oil, 
marine diesel fuel, No. 2 fuel oil, No. 6 fuel oil. 

si of Pipelines: 16 in.; 12 in. and 10 in.; 10 in.; 12 in.; 12 in.; 
12 in. 

Storage Capacity (Barrels): 1,000,000; 430,000; 80,000; Production 
capacity: 15,000; 400,000; 300,000. 

Distance from Dock to Storage Tanks: 3.5 miles; 1,500 ft.; 1,500 ft.; 
3.5 miles. 

Length of Dock: 238.05 m. 

Depth at Dock: 10.67 m. 


Dock and Location: Berths 95, 96 and 97. 

Operators: Ultramar Canada Inc., 7000 Marien, Montreal, Quebec 
H1B 4W3. Tel: (514) 640-2333. Contact: Jacques Riendeau, Terminal 
Assistant. 

Type of Dock: Oil — loading and unloading, marine bunkering. Type of 
cargoes handled: Asphalt, distillate, bunker ‘C’. Marine bunkers: A 
complete range of marine blended fuel oils, marine diesel, marine gas 
oil, marine bunker ‘C’, fresh water. Storage capacity: 1,800,000 barrels. 
Distance from dock to storage: 0.5 km. (1,500 ft.). Length of dock: 
404.8 m. and water depth alongside varies from 9.1 m. to 10.7 m. 


Dock and Location: Berth 101 E., 102 E. and 102 W. 

Operator: \Imperial Oil Petroleum Products Division, 10515 Notre- 
Dame E., Montreal, Quebec H1B 2T9. Tel: (514) 640-2600. Contact: 
Donald Gwilliam, Tel: (514) 640-2613. 

Type of Dock: Loading and unloading, bunkering. 

Type of Cargo Handled: Used for loading and unloading. Both 101 E 
and 102 E handle gasoline, aviation and jet fuels, mid-distillates, crude, 
bunker, asphalt and specialty products as well as bunkering vessels with 
all grades of marine fuel oils (Berth 102 W is used exclusively by Marine 
Bunkering Barge). 

Poa of Pipelines: 16 in.; 12 in.; and 8 in.; 10 in.; 12 in.; 12 in.; 16 in. and 
12 in. 

Storage Capacity (Barrels): 3,000,000. Total storage capacity rotated 
by products depending on seasonal demands. 

Distance from Dock to Storage Tanks: 2,800 ft. 

Length of Dock: Inside 97.5 m. Outside 385 m. 

Depth at Dock: 4.6 m. and 10.7 m. 
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12 in.; 


Dock and Location: Berth 103 S. & 103 N. Montreal East. 

Operator: Shell Canada Ltd., 10501 Sherbrooke St. East, Montreal, 
Quebec H1B 1B4. Tel: (514) 645-1661. Contact: C. Demers, Dock 
Supervisor. Tel: (514) 640-3247. 

Type of Dock: Loading and unloading. 

Type of Cargo Handled: Gasoline, stove oil, furnace oil, chemicals, jet 
fuel, aviation fuel, marine diesel, bunker “C", thin fuels 200 secs, 
3,500 secs. 

Size of Pipeline: 2-10 in.; 2—12 in.; 20 in. 

Storage Capacity (Barrels): 4,000, 000. 

Distance from Dock to Storage Tanks: 1.75 miles. 

Length of Dock: 2x 189.6 m. 

Depth of Dock: 10.7 m. S., 9.1 m. N. 


Dock and Location: Berth 104. 

Operator: Sunoco Inc., 11055 Victoria Street, Montreal, Quebec H1B 
2N6. Tel: (514) 645-6599. Fax: (514) 645-4515. Contact: Lionel Croteau, 
Superintendent. 

Type of Dock: Loading and unloading. 

Type of Cargo Handled: Gasoline and No. 1 and No. 2 fuel oil. 
Storage Capacity (Barrels): 7 tanks of 50,000; 2 tanks of 25,000. 
Distance from Dock to Storage Tanks: 500 m. 

Length of Dock: 32 m. but can accommodate vessels up to 148 m. 
Depth at Dock: 9.1 m. 


Dock and Location: Berths 105 and 106 E. 

Operator: Ultramar Canada Inc., 7000 Marien, Montreal, Quebec 
H1B 4W3. Tel: (514) 640-2333. Contact: Andre Rehault, Operations 
Manager. 

Type of Dock: Loading and unloading. 

Type of Cargo Handled: Crude oil; gasoline; light fuels; marine gasoil; 
marine diesel; medium fuels 200 secs/3,000 secs; bunker “C”. 

Size of Pipe-lines: 12 in. and 8 in.; 10 in.; 3-8 in. 

Storage Capacity (Barrels): 6,300, (000 total storage capacity rotated by 
products depending upon production requirements. 

Distance from Dock to Storage Tanks: 1 mile. 

Length of Dock: 232.5 m. 

Depth at Dock: 9.45 m. 


Dock and Location: Sections No. 109 and 110 E. 

Operator: Petro-Canada, 11701 Sherbrooke Street East, Montreal, 
Quebec H1B 1C3. Tel: (514) 640-8000. Contact: Serge Rivard, Off-side 
Superintendent. Tel: (514) 640-8240. 

Type of Dock: grec and unloading 

Type of Cargo Handled: Gosche stove oil, furnace oil, chemicals, 
jet fuel, aviation fuel and marine diesel. 

Storage Capacity (Barrels): 650,000; 900,000; 300,000; 540,000. 
Distance from Dock to Storage Tanks: 0.75 mile. 

Length of Dock: 440.1 m. 

Depth at Dock: 10.7 m. 


p eae Floating crane 250 ton capacity and many mobile cranes with 
city up to 200 tons. 

s VEDORES: Working hours 0800 to 1200, 1300 to 1700. 

MEDICAL: All medical facilities available. 

CONSULS: (Consul General unless otherwise stated) 


Tel. No. Tel. No. 
Argentina 842-6582 Lebanon 276-2638 
Austria 845-8661 Liberia 871-9571 
Belgium 849-7394 Luxembourg 489-6052 
Benin Rep.(Consul) 287-1583 Madagascar (Consul) 672-0353 
Brazil 499-0968 Mexico 288-2502 
Chile 499-0405 Monaco 849-0589 
Colombia 849-4852 Netherlands 849-4247 
Costa Rica 651-0472 Norway 874-9087 
Cuba 843-8897 Pakistan 845-2297/8 
Czech Republic 849-4495 Panama 874-1929 
Denmark 877-3060 Peru 844-5123 
Dominican Republic 933-9008 Poland 937-9481/2 
E. Caribbean Com. Portugal 499-0359 
(Trade Officer) 866-7761 Romania 876-1792 
Ecuador 874-4701 Russia 843-5901 
Egypt 937-7781/2 Rwanda 526-1392 
Finland (Consul) 878-9641 San Marino 871-3838 
France 878-4381 Senegal 526-8183 
Germany 286-1820 South Africa (Consul) 878-9217 
Greece 875-2119 Spain 935-5235/6 
Haiti 871-8993 Sweden 866-4019 
Honduras 937-1138 Switzerland 932-7181/2 
Hungary 393-1555 Syria 630-4339 
Iceland 982-0188 Thailand 982-0777 
Israel 393-9372 United Kingdom 866-5863 
Italy 849-8351 U.S.A. 281-1886 
Japan 866-3429 Venezuela 842-3417/8 
Korea 845-3243 


SURVEYORS: American Bureau of Shipping, Bureau Veritas, 
Det Norske Veritas, NKK, RIN, GL and Lloyd's Register of Shipping. 
GANGWAY/DECK WATCHMEN: Required. 

OPENING/CLOSING HATCHES: Always done by stevedores. 
CUSTOMS ALLOWANCES: Tobacco, 200 cigarettes; 50 cigars; 
tobacco, 2 Ib. per person over 16. Wine/Spirits, total of 40 oz. per person 
over age of 21. 

Subsequent issues may be authorised to crew members of foreign 
vessels, but the max. quantity any crew member may hold at any one 
time must not exceed 300 cigarettes, 75 cigars, 3 Ib. tobacco 
and 60 oz. liquor. 

REPATRIATION: All facilities available. 

AIRPORT: International Airports at Dorval and Mirabel. 

TIME: GMT minus 5 hours. Daylight saving time applied from first 
Sunday of April to last Sunday of October. 

HOLIDAYS: New Year's Day; Good Friday; Victoria Day; St. Jean 
Baptiste Day (June 24th); Labour Day; Thanksgiving Day; Christmas 
Day; Boxing Day 


pPOLICE/AMBULANCE/FIRE: Emergency telephones at berths, directly 
connecting berth with Police and Ambulance. 
BANKS: 

Bank of Canada. 

Bank of Montreal. 

Bank of Nova Scotia. 

Banque Nationale du Canada. 

BNP Canada Inc. 

Banque Provinciale du Canada. 

Canadian Imperial Bank of Commerce. 

Montreal City & District Savings Bank. 

Royal Bank of Canada. 

Toronto-Dominion Bank. 
SHORE LEAVE: Permitted. 
IDENTIFICATION CARDS: Not required. 
GARBAGE DISPOSAL: Marine industrial refuse collection. Contact 
R.Berthiaume Marine Inc. Tel: 640-3138. 
SEAMAN’S CLUBS: Mariners House of Montreal. Tel: 849-3234. 
AUTHORITY: Port of Montreal, Port of Montreal Building, Cite du Havre, 
Montreal, Quebec H3C 3R5, Canada. Tel: (514) 283-7011. FAX: (514) 
283-0829. Contact: Dominic J. Taddeo, President and Chief Executive 
Officer; Michel L. Lesage, Vice President, Operations. Captain Jean- 
Luc Bedard, Harbour Master. 


NANAIMO, B.C.: 49.10 N. 123.57 W. 


DOCUMENTS: 
3 copies Crew List Form IMM.200. 
1 copy Passenger List. 
3 copies Ship Stores E.1. 
3 copies Crew Declarations Y.14. 
1 Quarantine Certificate. 
Manifest from previous Ports. 
PILOTAGE: Compulsory. Pilots board off Victoria. Pacific Pilotage 
Authority — Tel: 666-6771. 
ANCHORAGES: Off Harbour entrance, Protection Island. 
RESTRICTIONS: No restrictions on Nanaimo Assembly Wharf or Duke 
Point. Harmac Wharf restricted from 2045 to 0700 hrs. 
MAX. SIZE: Controlling depths: Harbour entrance, 17.37 m. at HW and 
13.41m. at datum . Minimum controlling depth for inner portion of 
harbour: 9.5 m. over Meakin Channel and 7.3 m. over Middle Bank at 
datum. Mean range of tide 3.2 m., with maximum range of 4.9 m. 
HEALTH: Pratique granted at Victoria, B.C. 
RADIO: Vancouver Radio and Nanaimo Radio, VHF Channel 87. 
VHF: Nanaimo Radio on Channel 16. Vancouver Traffic Management 
on Channel 11. 
TUGS: Join vessel at Gallows Point, Protection Island. Ship's lines used 
if necessary. Available all hours in and out and as required by Pilot. 
BERTHING: Assembly Whart: 
Berth “A" — Length 182.88 m. 
Berth “B” — Length 182.88 m. Depth survey 
Berth “C" — Length 182.88 m. underway. 
Coastwise — Length 60.96 m., scow and barge berth. 
60 tonne barge ramp. 
Terminal Area — 15 ha. paved, 8,332 sq.m. warehouse space. 
Duke Point Deep Sea Terminal: 
Berth “D" — 170.0 m. long, LW depth 13.5 m. 
100 tonne barge ramp. 
Terminal area — 6 ha. of paved storage area. Additional 19.5 ha. of 
storage area available adjacent to barge ramp facility. 
Cruise Ship Facility: The “Visiting Ship Pier” is a floating structure with 
length 180 m. and depth of 8.5 m. at L.W. is located in the inner harbour. 
Vessels of 3,000 tons displacement and LOA 113 m. (370 ft.) can be 
accommodated, and larger vessels can be accommodated, subject to 
approval of Harbour Master. Potable water and sewage connections 
available. 
Private Wharves: 
MacMillan & Bloedel Ltd: 
(1) Harmac Pulp Wharf — 115 m. long, LW depth 10.00 m. 
(2) Harmac Lumber Wharf — 137 m. long, LW depth 10.40 m. 
CP Rail Coastal Marine Wharf: 
N.E. side — condemned. 
S.W. side — (guide pier) — 79 m. long, LW depth 9.14 m. 
Canadianoxy Chemicals Ltd.: 
Wharf — 70.00 m. long, LW depth 9.20 m. 
Imperial Oil Ltd.: 
Wharf — 48.76 m. long, LW depth 6.10 m. 
Petro Canada Inc.: 
Wharf — 14.00 m. long, 33.5 m. between dolphins, LW depth 4.88 m. 
BULK CARGO FACILITIES: 
Exports: Lumber, pulp and other related forest products. 
STEVEDORES: Ordered by Agent, 16 hours minimum notice. 
MEDICAL: No advance notice except in case of serious illness, to be 
included in arrival cable. Hospital facilities available. 
TANKERS: Tanker berths at private companies’ wharves where own 
line restrictions apply. See “Berthing”. 
DENSITY: Average density in port is 1019.5. 
FRESH WATER: Available at all berths. Delivery by hose at $1.30 per 
Metric ton plus connection fee. 
FUEL: Bunkering by tanker truck and barge. 
FIRE PRECAUTIONS: No other specific precautions except during 
shall heat when smoking may be prohibited on wharf adjacent to 
r. 
CONSULS: None. 
REPAIRS: Possible. 


(See Plan) 


Deep sea berths. 


CANADA 


DRY DOCKS: Nanaimo Shipyard - Max. 200 ft. and 600 tons. (Also see 
“Vancouver’). 
SURVEYORS: Arranged by Agent. 
GANGWAY/DECK WATCHMEN: Services not necessary but security 
uards are available. 
PENING/CLOSING HATCHES: Either crew or stevedores whichever 
to ship's advantage. 
CUSTOMS ALLOWANCES: Tobacco: 200 cigarettes or 1 Ib. tobacco 
and 15 cigars per crew member per week. Wine and/or Spirit: 40 oz. 
per week per crew member. Beer: No restrictions. 
REPATRIATION: Facilities exist in Vancouver. 
AIRPORT: Nanaimo Airport 16 km. South of port, serviced by various 
airline companies. 

Scheduled Seaplane service from Nanaimo Harbour to Vancouver 

Harbour. Charters available. 

TIME: Pacific Standard Time, 8 hours behind GMT. Daylight Saving 
Time in effect from early April to late October. 

HOLIDAYS: 

(1) Good Friday, Easter Monday, Victoria Day (May 24th), Canada 
Day (July 1st), British Columbia Day (August 1st), Thanksgiving, 
Remembrance Day (November 11th) and Boxing Day (December 
26th), crews are available at overtime rates by arrangement. 

(2) No cargo work on Labour Day, Christmas Day and New Year's 
Day except in the case of emergency. 

(3) Crews cease work at 1200 hrs. on December 24th until 0100 hrs. 
December 26th; also from 1200 hrs. December 31st until 
0100 hrs. January 2nd. 

POLICE/AMBULANCE/FIRE: Police: 753-2212, non-emergency — 754- 
2345; Fire: 753-1234, non-emergency 753-7311; Ambulance: 758-8181. 
EMERGENCY CO-ORDINATION CENTRE: Coast Guard Search and 
Rescue Emergency — Tel: 1-800-742-1313. 

TELEPHONES: Available for each vessel. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not necessary. 

GARBAGE DISPOSAL: Can be arranged through agent if reasonable 
notice given. 

WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS: None. 

CURRENCY: Canadian Dollar. 

DEVELOPMENTS: The turning circle will be dredged in 1994/95 in order 
to increase the minimum controlling depth to 8.5 m. 

AUTHORITY: Port of Nanaimo, P.O. Box 131, Nanaimo, British 
Columbia, Canada V9R 5K4. Tel: (604) 753-4146. FAX: (604) 753-4899. 
Contact: W.E. Mills, Port Manager and Chief Executive Officer 
(Tel: (604) 753-4146). Director of Cargo Operations (Tel: (604) 754- 
7701). 


NANISIVIK, N.W.T.: 73.04 N. 84.32 W. (See Plan) 


DOCUMENTS: Standard Canadian documents, See “Montreal”. 
PILOTAGE: No pilotage. 
ANCHORAGE: Anchorage can be obtained 15 miles within the entrance 
of Strathcona Sound, 8 cables off the South shore of the Sound in a 
berthing depth of 69 m. (228 ft.), clay. Good anchorage is reported to 
be available in English Bay in a depth of 15 m. (48 ft.). 
RESTRICTIONS: Vessel must comply with Canadian Arctic Pollution 
Regulations which govern earliest and latest dates permitted within 
Arctic zones depending on vessel's ice classification, nature and quantity 
of cargo and fuel. 
MAX. SIZE: Draft must not exceed approx. 40 ft. alongside dock. 
Mooring facilities feasible for vessels up to 50,000 tons gross but may 
prove awkward for those over 20,000 tons gross especially under S.E. 
wind conditions. 
HEALTH: See Iqaluit (Frobisher Bay). Customs Officer (R.C.M.P.) acts 
as Quarantine Officer. 
RADIO: Vessels bound North should pass messages through Iqaluit 
(Frobisher Bay) VFF until into Lancaster Sound where communications 
regarding ETA, etc. are relayed via Resolute Bay VFR. 

Nanisivik Mines no longer has regular HF radio communications 
available on frequency 4145.0 kHz for ship-to-shore contact. 
VHF: Channel 16 monitored once arriving vessels have entered 
Strathcona Sound en route to port of Nanisivik. Channel 6 monitored as 
standby. 
BERTHING: No special requirements. The dock consists of three 
parallel 70 ft. wide cells which are 55 ft. apart. The centre cell supports 
the shiploader. The right and left hand cells each have two bollards (see 
“plan”) each with an additional bollard 150 ft. in from the dock face. To 
the East and West of the dock there are dolphins supporting single 
bollards. To connect to these the ship’s bow and stern lines are towed 
ashore and attached to a 0.5 in. diameter x 600 ft. heaving line. Once 
ashore the lines are shackled to a 3.25 in. diameter x 380 ft. mooring 
line which is secured to the bollard. The lines are then taken up and 
made fast. 
CRANES: The only shore cranes available are mobile units when they 
are not in service by the mine. 
BULK CARGO FACILITIES: One fixed shiploading gantry capable of 
loading 100 tonnes per hour. The facilities are automatically shut down 
when winds exceed 50 m.p.h. 
STEVEDORES: As per contract with Nanisivik Mines Limited. 
MEDICAL: The community has a large modern nursing station with a 
full time nurse and occasionally a doctor. No advance notice required. 
Transportation provided by mine vehicles. For serious medical cases 
vessels should radio in advance so air transportation can be arranged 
to Iqaluit (Frobisher Bay) hospital. 
DENSITY: Density varied with ice conditions and tides. Note — When 
reading densities it has been found that different readings have been 
found at different depths due to ice melting. 
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FRESH WATER: Available by tank truck through Nanisivik Mines 
Limited. 

FUEL: Not available. 

REPAIRS: Minor repairs only i.e. welding, etc., by mine personnel. 
SURVEYORS: Not available. Nearest availability is Montreal, Quebec. 
GANGWAY/DECK WATCHMEN: Not obligatory but recommended due 
to sudden changes in wind and tide. Nanisivik Mines Ltd. provide 


angway. 
op NING/CLOSING HATCHES: Carried out by crew. 
CUSTOMS ALLOWANCES: Standard Canadian allowance except no 
beer or alcohol permitted ashore. This restriction strongly upheld by 
R.C.M.P. 
REPATRIATION: Crew changes may be effected TWICE weekly, 
Tuesdays at 1300 hrs. local time and Thursdays at 1300 hrs. local time, 
to Montreal, Quebec via Canadian Airlines International. 

Mine requires 1 week's advance notice through Administration 
Superintendent's Office for loading arrangements. Tel: (819) 436-7356. 
Fax: (819) 436-7435. 

AIRPORT: Approx. 8 miles from dock, transportation provided courtesy 
of mine. 

TIME: GMT minus 4 hours during Summer months (shipping season). 
EMERGENCY CO-ORDINATION CENTRE: Canadian Coast Guard, 
Ottawa, Ontario. Tel: (613) 996-9788, Telex: 053-3128. 
TELEPHONES: Not available on or near dock. Phone calls can be made 
from the mill offices or in the community. 

BANKS: None available. 

STORING: See “Prelims”. Items 1, 2, 5, 6 not applicable. Items 3 and 
4: Trucks and forklift trucks can proceed alongside at the berth. 
SHORE LEAVE: Permitted. 

GARBAGE DISPOSAL: Garbage pick-up available by truck. Garbage 
has to be in plastic bags. Charge is at an hourly rate. 

WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS: The community is dry. 

There is a recreation centre with a swimming pool. 

CURRENCY: Canadian Dollar. No banks or cash machines on site. 
AUTHORITY: Nanisivik Mines Limited, P.O.Box 225, Nanisivik, N.W.T., 
Canada XOA OXO. Tel: (819) 436-7212. FAX: (819) 436-7435. 
Contact: R. Beechinor, Superintendent. 


NEW RICHMOND (Black Cape), Quebec: 
48.08 N. 65.50 W. (See Plan) 


LOCATION: On the North Shore of (Cascapedia Bay) Baie des Chaleurs 
in the municipality of New Richmond. 
ANCHORAGE: Outside Black Cape Wharf. Masters are instructed not 
e, had in the area of the effluent line to the West of the wharf (see 
“Plan”). 
RADIO: Ship to shore through Grindstone (VCN) or Fox River (VCG). 
Calling Frequency 2182 kHz. 
Arrival Advice: 72, 48, 24 hours prior to arrival. 
VHF: Consolidated Bathurst Inc. 
Frequencies: 156.500 kHz (Simplex) 
Channel No.: 10 (Marine traffic control) 
Station location: New Richmond, Quebec, Canada 
Co-ordinates: Lat. 48° 09’ 24” N., Long. 65° 50’ 06” W. 
Call Sign: X 00749 
Operating range is about 20 miles. 
TIME: Atlantic Standard Time. Daylight Saving time is observed. 
GARBAGE DISPOSAL: Not available. 
WASTE OIL DISPOSAL: Not available. 
SEAMAN'’S CLUBS: None. 
CURRENCY: Canadian Dollar. 
GENERAL: 
Charts: B.A. Chart No. 1715. 
Tides: Atlantic Coast Tide and Current Tables. 
Prevailing Winds: Southwest. 
Port of Reference: Pointe St. Pierre. 


SHIPMASTER’S REPORT: May 1979. 

Approaches: Straightforward. We used Canadian Chart 4486 — Baie 
des Chaleurs. The light on the end of the pier is a rotating beacon type, 
which shows both Green and White on one rotation. The pier is a good 
Radar target, but is not conspicuous from seaward in daylight. 
Anchorage: Vessels may anchor off the pier as convenient (See 
“Anchorage” above). We did not anchor, but we would imagine the 
holding ground to be good, as we found stiff clay in the vicinity of the 
pier. 

Berthing: There are no tugs or Pilots at New Richmond. In good weather 
conditions, such as we experienced, berthing and unberthing present 
no difficulties. Caution should be exercised, since the tide and prevailing 
winds set across the pier. 

An offshore anchor let go about 2 cables off the pier head, was found 
to be most useful arriving and leaving. We let the cable run to one 
shackle on deck. This is a little too much, for it was found necessary to 
slack away to 4 shackles in order to get the ship alongside. In 
weather, the anchor just on the bottom should be sufficient. Line handlers 
should be arranged with Consolidated prior to arrival. There is no 
lineboat. 

‘rea berthed head in, starboard side to, on the West side of the New 
arf. 

The 17 ft. depth is only available for a length of 400 ft., so vessels of 
greater length will find their stern overhanging. For plan of soundings 
taken at LW (see “Plan”). 
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Departure: The vessel was backed easily down the pier, heaving in the 
cable at the same time and sat! ao f down a bresting line to use as a 
check if necessary. One shackle of cable should be left out to assist 
with turning the vessel off the pierhead. This turn should be as shor 
round as possible and care should be taken to keep as near as possible 
on the line of the axis of the pier while making it. We strayed a little to 
the Eastwards, but maintained a minimum depth of water of 11.5 m, 
while making the turn. 

The pier is unlighted and it is not advisable to berth during the hours 
of darkness. Sailing in the dark presents no problem, as the ship's 
decklights proved adequate. 

Density: 1016. 

Agency: Matters were attended to by the Consolidated Warehouse 
Manager. 

Documents: New Richmond was our second Canadian port and the only 
documents required were 2 copies of Crew List and clearance from 
previous port. 

Officials: The only official person encountered was the local Customs 
Officer, who was pleasant and obliging. 

Cargo Work: Normal hours of work are 0800 hrs. to 2200 hrs., with 
breaks from 1200 hrs. to 1300 hrs., 1500 hrs. to 1520 hrs. and from 
1700 hrs. to 1720 hrs. 

Vessel loaded 448 tonnes of Linerboard rolls, using 2 gangs and ship's 
gear. Rate of loading, nett time per gang-hour, was 27 tons. The stow 
was not of very good quality and a lot of chocking and securing was 
required on completion of loading. 

The cargo is brought down to the pier by road transport and waits 
some time there before being loaded. On a wet day, many rolls will get 
wet, as Consolidated do not have sufficient covers for all trailers. 
General: The pier is some miles from the town of New Richmond. 


AUTHORITY: Stone-Consolidated Inc., Division Chaleur, New 
Richmond, Quebec Province, GOC, 2B0. Tel: (418)-392-2133. 
Telex: 014-43111. FAX: (418) 392-6668. Contact: J. Pierre Savard. 


NORTH SYDNEY, N.S.: 46.16 N. 60.13 W. 


DOCUMENTS: 

3 Copies Crew List IMM.200. 

3 Copies Ships Stores E1. 

3 Copies Crew Declarations Y14. 

Required ship information. 

PILOTAGE: Compulsory. Pilotage distance is approximately 12 miles 
and administered under the Atlantic Pilotage Authority. The area for 
Cape Breton Pilot embarkation is the Sydney Outer Buoy: Lat. 
46° 22’ N., Long. 60° 08’ W. To avoid delay in obtaining a Pilot, Masters 
must report by message addressed to Pilots, through Sydney Radio 
VCO or any coast radio station 24, 12 and 6 hours before vessel's ETA. 
ANCHORAGE: The land-locked harbour affords safe anchorage for a 
large number of any size vessels with depths ranging from 40 ft. — 60 ft. 

Vessels can anchor in depths ranging from 9.15 m. to 12.8 m., with 
mud bottom. Depth at entrance 11.9 m. 

RESTRICTIONS: Open year round. During Winter months January/ 
March drift ice can be expected. However, vessels can be assisted by 
Canadian Coast Guard (ice Operations). 

The controlling depth is 38 ft. at lowest normal tides with average rise 

and fall from 3 ft. — 5 ft. 

MAX. SIZE: See “Berthing”. 

HEALTH: See “Sydney”. 

RADIO: Sydney Coast Guard Radio. 

TUGS: Available from Sydney. 

BERTHING: 

Marine Atlantic: Private pier used for ferries carrying passengers and 
freight daily to Newfoundland. There is 1 transit shed and 2 Ro/Ro berths 
to handle passenger car, truck and rail car loadings. The depth of water 
varies from 20 ft. to 29 ft. 

Transport Canada Whar?: Section 1 — Length 130 m., with depth 7.3 m. 
—7.9m. 

Section 2 — Length 127 m., with depth 7.9 m. 

Section 3 — Length 30 m., with depth 7.9 m. 

Pier accommodated with power, telephone, fresh water and night 
lighting. Paved open storage area and 640 sq.m. transit shed provides 
facilities for handling various commercial cargoes. 

Private Freight and Fish Plant Wharves: Range up to 250 ft. in length 
and have a 12 ft. — 16 ft. depth at LW. 

FRESH WATER: Available at all wharves. 

FUEL: Fuel oil and diesel oil available. See “Sydney”. 

REPAIRS: Sydney Engineering & Dry Dock Co. Ltd., P.O.Box 100, 
Sydney, N.S. B1P 2G9. Tel: 902-564 4488. 
DRY DOCK: The North Sydney Marine Railway operates 5 repair 
cradles, the largest being 125 ft. long and 35 ft. wide at bilge. This can 
accommodate vessels with a draft of 12 ft. forward and 14 ft. 6 in. aft 
and a displacement of 550 tons. A connecting machine shop is capable 
of making major repairs in hulls, engines and other parts. 
SURVEYORS: SGS Supervision Services Ltd., Dominion St., P.O.Box 
39, Whitney Pier, Sydney, N.S. B1N 3B1. Tel: 902-562 2344. Telex: 
019-35219. 

Ship Safety and Inspection: Canadian Coast Guard College, Westmount 
Road, Sydney, N.S. Tel: (902) 564-7002. 

AIRPORT: Sydney. Regular service to Halifax and Montreal 
International Airports. 
EMERGENCY CO-ORDINATION CENTRE: Canadian Coast Guard: Oil 
spills and other emergencies from Sydney Harbour area (no charge) 
ask operator for Zenith 49000. 


(See Plan) 


SERVICES: Radio, Radar and Decca repairs possible. Ship chandlers 
jlable. 

GARBAGE DISPOSAL: Available upon request. 

WASTE OIL DISPOSAL: Service not available. 

SEAMAN'S CLUBS: None. 

AUTHORITY: Transport Canada, 2 Charlotte Street, Sydney Mines, 
N.S. B1V 2G6, Canada. Tel: (902) 736-3441. Contact: Cyril Aker, 
Harbour Master/Whartinger. 


OCEAN FALLS, B.C.: 52.21 N. 127.41 W. 


DOCUMENTS: 

2 Crew Lists. 

2 Passenger Lists. 

3 copies Inward Report (Customs A6). 
PILOTAGE: Compulsory. Pilots may be taken at Vancouver or Victoria. 
ETA to be given to Pilots 6 hours before arrival through radio station 
VAK. 
ANCHORAGE: In harbour, ample room for any size vessels. 
RESTRICTIONS: Channel depth 25 fathoms. 
MAX. SIZE: For berthing alongside, length 600 ft., draft 30 ft. 
HEALTH: Ships from overseas are given Pratique at William Head. 
RADIO: Vancouver Radio, VAK. 
TUGS: Not usually considered necessary. Can be made available by 
prior arrangement. 
BERTHING: Ocean Falls Corporation owns 4 wharves depth alongside 
31 ft. at LW. 
FRESH WATER: Available from wharves, free of charge. 
CUSTOMS ALLOWANCES: 200 cigarettes or 2 Ib. tobacco may be 
held out of bond per person, and 40 ounces of alcohol. 
HOLIDAYS: Easter Monday; July 1st; Labour Day; Thanksgiving Day; 
Remembrance Day; Christmas and Boxing Day; New Year's Day. 
POLICE/FIRE/AMBULANCE: Police Tel: 957-2388. Fire Tel: 289-3828. 
SHORE LEAVE: Crew members allowed ashore. 
GENERAL: Ocean Falls Corporation Paper Mill ceased operations in 
1980 and it is very unlikely to resume in the near future. Ocean Falls 
Corporation is maintaining a caretaking operation (12 employees) until 
such a time that there is a decision made on the future of Ocean Falls. 
AUTHORITY: Ocean Falls Corporation, P.O.Box 730, Ocean Falls, B.C. 
VOT 1P0, Canada. Tel: 604-289 3355. Contact: F. A. MacDonald, 
Manager. 


OSHAWA, Ontario: 43.52 N. 78.50 W. (See Plan) 


PORT LIMITS: The limits of the Oshawa Harbour is defined as follows: 
All the waters of Lake Ontario within the following limits: Commencing 
at the high water mark of Lake Ontario where it intercepts the Easterly 
rel Lot 1 of the broken front concession of the Township of East 
itby. 

Thence along the high water mark in a Westerly direction to a point 
where it intercepts the Westerly limit of Lot 17 of the broken front 
concession of the Township of East Whitby. 

Thence in a Southerly direction 3,000 ft. into Lake Ontario on the 
extension of the said Westerly limit of Lot 17. 

Thence on a straight line in an Easterly direction to a point on a 
Southerly extension of the said Easterly limit of Lot 1, 3,000 ft. from the 
high water mark. 

Thence in a Northerly direction to the point of commencement. 

And all water-front property, wharves, piers, docks, buildings, shores 
and beaches in or along the said waters. 

DOCUMENTS: The matter of documentation is done through Durham 
Stevedoring and Warehousing (Terminal Operator) in conjunction with 
the Customs Office located at the City of Oshawa. 

ANCHORAGES: Off the entrance of Lake Ontario. 

RESTRICTIONS: Draft 27 ft. at East Wharf and 22 ft. on West Wall. 
MAX. SIZE: Applies to maximum size of vessels entering seaway. 
HEALTH: Normal formalities are conducted at first port in Canada in 
the St. Lawrence Seaway or East Coast, and therefore the vessel is 
usually considered cleared prior to entering the Seaway system. 
RADIO: Toronto VOR or by telephone: (416) 576-0400. 

VHF: Not available. 

RADAR: None. 

TUGS: Tugs available at the harbour entrance. 

BERTHING: East Wharf — 730 ft., draft 27 ft. West Wharf — 900 ft., draft 
22 ft. Discharging: Ship's gear or shore equipment. 

East Wharf — General Cargo, Petroleum, Steel, Automobiles. 

West Wharf — Petroleum Products, Steel. 

CRANES: Mobile cranes having a capacity of up to 300 tons are 
available at all times. The largest crane in the Great Lakes is 
permanently stationed at Oshawa with a lifting capability of 326 tonnes. 
BULK CARGO FACILITIES: Dry bulk cargoes with the exception of 
Sugar, i.e. coal, salt and gypsum, are carried by self-underloaders and 
discharged by ship's gear. Present discharging gear by high water level, 
Specific details will be made available on request. 

BRIDGES: None. 


CANADA 


STEVEDORES: The port stevedore (Durham Stevedoring and 
Warehousing) employs members of the |.L.A., Local 1997, and 4 gangs 
are available from this local. 

The main commodities handled are unitised general cargo, 
containerised general cargo, import and export steel. 

The productivity rate is above average, with general cargo usually 
reaching a level of 20 tons plus, per gang. Depending on units, weights, 
runs somewhere in the region of 60 — 125 tons per gang hour. Bulk 
commodities are usually discharged at a rate of 250 t.p.h. 

MEDICAL: A full range of medical services is available at the local 
Medical Clinic and Oshawa General Hospital. 

FRESH WATER: Fresh water available at East Wharf only. 

FUEL: Available on request. 

FIRE PRECAUTIONS: Usual regulations. 

CONSULS: All major consuls in Toronto, 29 miles away. 

REPAIRS: Available on request. 

SURVEYORS: Classification Societies are represented by Lloyd's, ABS 
and N.V. in Toronto. 

GANGWAY/DECK WATCHMEN: Not required at the Port of Oshawa. 
HATCHES: The opening and closing of hatches is normally carried out 
by ship’s crew. 

CUSTOMS ALLOWANCES: In accordance with Canadian standards. 
CARGO GEAR: Wherever possible by shore crew. 

REPATRIATION: Possible. 

AIRPORT: Toronto International Airport. All major airlines, 45 miles 
West. 

TIME: EST. 

HOLIDAYS: Usual holidays with the exception that Ontario celebrate 
Civic Holiday which is the first weekend in August. Cargo work can be 
arranged. 

POLICE/AMBULANCE/FIRE: Police Tel: 579-1234. Fire Department 
Tel: 725-6574. Ambulance Tel: 576-8711. 

TELEPHONES: Arrangements can be made through Bell Canada for 
telephones to be placed on board. A cost of approximately $24.75 
installation charge per line. 

SERVICES: All services available on request to Terminal Operator. 
SHORE LEAVE: Possible. 

IDENTIFICATION CARDS: Seaman's Book is sufficient. 

GARBAGE DISPOSAL: Arranged through independent service on a 
per vessel, as required, basis. 

WASTE OIL DISPOSAL: Arranged through independent service on a 
per vessel, as required, basis. 

SEAMAN’S CLUBS: Missions to Seamen in Toronto provides mobile 
service. 

CURRENCY: Canadian Dollar. 

AUTHORITY: Oshawa Harbour Commission, 1050 Farewell Avenue, 
Oshawa, Ontario L1H 6N6. Tel: (416)-576-0400. Telex: 06-981229. 
FAX: (416) 576-5701. Contact: Donna Taylor, Chief Executive Officer. 


PARRY SOUND, Ontario: 45.20 N. 80.02 W. (See Plan) 


LOCATION: Parry Sound Harbour is situated at about the midpoint of 
the East shore of Georgian Bay at the mouth of the Seguin River. The 
distance from Parry Sound to Sarnia is about 345 km. and to Sault 
Ste. Marie via the North Channel is about 338 km. 
RESTRICTIONS: Navigation Season: Mid-April to mid-December. 
Depths: Dredged Channel: 6.4 m. 
BERTHING: Wharf with length 140 m. and depth 6.4 m. Large open 
storage area at wharf. 
FUEL: Available by truck. 
REPAIRS: Minor repairs possible. 
SERVICES: Divers available. 
AUTHORITY: Harbours and Ports, Canadian Coast Guard, 201 N. Front 
Street, Suite 703, Sarnia, Ontario, N7T 8B1 Canada. Tel: (519) 383- 
1942. FAX: (519) 383-1996. Contact: Regional Manager. 

Port Official: Robert Jacklin, Harbour Master/Wharfinger. 


PASPEBIAC, Quebec: 48.02 N. 65.15 W. (See Plan) 


THE PORT IS CLOSED FOR MAJOR REPAIRS. ESTIMATED RE- 
OPENING FOR SHIPPING IS 1992. 


DOCUMENTS: See “Quebec”. 

PILOTAGE: Not compulsory but available. 

ANCHORAGES: Vessels anchor in 36 ft. in Paspebiac Bay. 
RESTRICTIONS: The harbour is open year round. 

MAX. SIZE: See “Berthing”. 

HEALTH: Pratique available by radio. 

RADIO: Riviere-au-Renard Radio (VCC). 

TUGS: Available all year round. 

BERTHING: L-shaped wharf owned by Ministry of Transport provides 
150 m. for berthing with depth 4.9m. Berthing not possible due to 
dangerous condition of wharf. There is a small wharf for fishing vessels. 
STEVEDORES: Working Hours: Monday to Friday, O800hrs. — 
1700 hrs. Sunday and holiday work possible with advance notice. 
FRESH WATER: Available. 

FUEL: Fuel oil available. 

REPAIRS: Minor repairs only. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englang 


AIRPORT: Gaspe (150 km.). 
TIME: GMT minus 5 hours in Winter. GMT minus 4 hours in Summer 
(from first Saturday of April to last Saturday of October). 
HOLIDAYS: New Years Day, Good Friday, Easter Monday, 
Queen's Day (4th Monday of May), June 24th, Dominion Day (July 1st), 
Labour Day (1st Monday of September), Thanksgiving (2nd Monday of 
October), Remembrance Day (November 11th) and Christmas 
(December 25th and 26th). 
GENERAL: Formalities: Port of entry for Customs (Gaspe) and 
Immigration. Customs Officer acts as Quarantine Officer. 
Chart: Canadian Chart No. 4921. 
AUTHORITY: Transport Canada, Harbours and Ports Division, 
Canadian Coast Guard, 104 Dalhousie Street, Quebec, G1K 4B8, 
Canada. Tel: (418) 648-3680. FAX: (418) 648-7980. 

Baptiste Parise, Harbour Master, Paspebiac. Tel: (418) 752-2145. 


PICTOU, N.S.: 45.41 N. 62.43 W. 


DOCUMENTS: 

Customs Report Inwards, Form A6 in duplicate. 

Clearance from last port. 

Stores List, Form E1 in duplicate. 

Crew Declarations, Form Y14 in duplicate. 

Crew List, Immigration Form 200 in duplicate. 

Quarantine Q25 in duplicate. 

Fumigating and Derat Certificate. 

Load Line Certificate. 

Inspection Certificate. 

Safety Equipment Certificate. 

Radiotelegraphy Certificate. 

Certificate of Register. 

If Pictou is first port of call in Canada, photostat copies of the ship's 
coat bills of lading in duplicate to cover all goods for discharge in 

anada. 
PILOTAGE: Normally arranged through Halifax as there is no radio 
station in Pictou. Various pilot boats in use. 
ANCHORAGE: Safe anchorage all over harbour in 40 ft. 
RESTRICTIONS: No entry restrictions except draft over bar at entrance 
to harbour, which is 22 ft. low water. 
MAX. SIZE: Government Pier 720 ft. long with 27 ft. water on both sides. 
HEALTH: Masters must complete Quarantine Form QS.25. Vessel may 
be quarantined by port doctor, if any disease on board. 
RADIO/VHF: Halifax, call sign, VCS, Channels 26, 59, 79. Alternate 
Charlottetown call sign VCA, Channel 59. 
TUGS: Not necessary for berthing. 
BERTHING: No specific requirements; berths usually available at all 
times. 
STEVEDORES: Usually 24 hours’ notice required for stevedores. 
MEDICAL: Hospital facilities available. Serious cases may be 
transferred to larger hospital at New Glasgow 8 miles distant, or to 
Halifax 100 miles distant. 
FRESH WATER: Supplied by town through 4 in. line. Water pressure 
110 p.s.i. 
FUEL: Diesel fuel available in quantity. 24 hours’ notice required for 
bunker fuel as it is only brought in on order. 
CONSULS: None. 
REPAIRS: Facilities to carry out all types of ship's repairs, including 
deck, engine, electrical and hull repairs. 
DRY DOCKS: Largest dry dock, 2,000 ton capacity, 250 ft. long, 
42 ft. beam. 
GANGWAY/DECK WATCHMEN: Not 
requested by ship. 
OPENING/CLOSING HATCHES: Usually by crew. 
CUSTOMS ALLOWANCES: Tobacco, 200 cigarettes per man. Issue 
may be made if ship is in port for long periods. Wine/Spirits: One bottle 


per man. 

REPATRIATION: Crewmen repatriated through Halifax. 

AIRPORT: Closest airport is Halifax International Airport approximately 

80 miles distant. 

TIME: Eastern Standard Time GMT minus 5 hours. Daylight saving time 

ine first week-end in April to last week-end in October, clocks advanced 
jour. 

HOLIDAYS: New Year's Day; Good Friday; Easter Monday; Queen's 

Birthday (May 19th); Dominion Day (July 1st); Labour Day (1st Monday 

in September); Thanksgiving Day (2nd Monday in October); 

Remembrance Day (November 11th); Christmas Day; Boxing Day. 

Cargo normally not worked on holidays. Would have to be arranged with 

stevedoring company. 

POLICE/AMBULANCE/FIRE: Police 485-4363; Fire 485-4141; 

Ambulance 485-4381. 

TELEPHONES: Facilities available for placing telephones on ships. 

IDENTIFICATION CARDS: Not required. Customs and Immigration 

Officer should be notified if any crew member wants to travel any 

distance from port area. 

GENERAL: For larger and bulk cargoes stevedores should be notified 

well in advance. Rates vary according to the type of cargo. 

AUTHORITY: Transport Canada — Harbour Master/Wharfinger, Pictou, 

Nova Scotia. Te/: 485-5170. Contact: Robert Ross, Harbour Master. 
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usually required unless 


POINTE AU PIC, Quebec: 47.37 N. 70.08 W. 


APPROACHES: Depth of channel 7.9 m. at lowest low water. 
PILOTAGE: Compulsory, pilot station at Les Escoumins. 
RESTRICTIONS: The harbour is open year round, but occasionally 
assistance of ice-breakers may be required. 

HEALTH: Radio Pratique available. 

RADIO: Quebec Radio (VCC). 

TUGS: Available, but not required. 

BERTHING: Available length 120 m. with max. depth 7.9 m. 
STEVEDORES: Working Hours: Monday to Friday 0800 hrs. — 1700 hrs, 
Work possible at weekends and holidays with notice. 

MEDICAL: Hospital locally. 

FRESH WATER: Available. 

FUEL: Diesel oil available. 

REPAIRS: Minor repairs possible. 

Sea the Nearest dry dock at Lauzon (Quebec), 70 miles from Pointe 
au Pic. 

AIRPORT: Quebec City (130 km.). 

TIME: GMT minus 5 hours. GMT minus 4 hours in Summer (first 
Saturday in April to last Saturday in October). 

HOLIDAYS: New Year's Day, Good Friday, Easter Monday, Queen's 
Days (4th Monday in May), June 24th, Dominion Day (July 1st), Labour 
Day (1st Monday in September), Thanksgiving (2nd Monday in October), 
aad eerie Day (November 11th) and Christmas (December 25th 
an 2 

GENERAL: Chart: Canadian Chart No. 1234. 

Formalities: Port of Entry for Customs and Immigration. Quarantine 
service available from Quebec City. 

Services: Banks, post office, provisions, fumigation. 

AUTHORITY: Transport Canada, Harbours and Ports Division, 
Canadian Coast Guard, 104 Dalhousie Street, Quebec, Quebec 
Province G1K 4B8, Canada. Tel: (418) 648-3680. FAX: (418) 648-7980. 
Contact: P. Villeneuve, Harbour Master — Pointe au Pic. Tel: (418) 665- 
3469, (418) 665-6111. 


PORT ALBERNI, B.C.: 49.14 N. 124.50 W. (See Plan) 


PORT LIMITS: A line drawn 320° through Pill Pt. extending across 
Trevor Channel and Junction ae (See Canadian Chart No. 3668) 
DOCUMENTS, HEALTH, CONSULS, ETC.: See “Vancouver’. 
PILOTAGE: Compulsory, contact through Vancouver Radio. Pilot 
boards at Cape Beale. 
ANCHORAGE: Three deep water anchorages available in harbour, 
each with a radius of 1,000 ft.,depths up to 66 ft. 
RESTRICTIONS: Depths in approaches 84 ft. MLLW. 
MAX. SIZE: “Panamax” size vessels. 
VHF: Channel 74 (VTS Tofino); Channel 6, tugs and inter-harbour traffic. 
RADAR: There is no Port Control Radar. 
TUGS: Available and required for berthing. 
BERTHING: Port Alberni Terminals, owned and operated by the Por 
Alberni Harbour Commission. Berth 3: 600 ft. long with a depth alongside 
of 40 ft., 50,000 sq.ft. covered storage and 17 acres of open storage. 
Port Alberni Terminals Berths 1 and 2: Berthing length is 1,050 ft. with 
50 ft. minimum depth at the South end of Berth No. 1 decreasing to 
37 ft. minimum at the North end of Berth No. 2. Storage sheds and 
forklifts. 40 ft. container handling capability. All forest products handled. 
CRANES: 4 mobile cranes — 1150 ton, 2x50 ton and 1x70 ton. 
BRIDGES: There are no bridges. 
STEVEDORES: 15 Gangs available. Refer “Vancouver” for holidays, 
etc. 
MEDICAL: Doctors and hospital facilities available. 
DENSITY: 1012, approximately. 
FRESH WATER: Available at wharves. 
FUEL: Supplies by barge from Vancouver or by truck to dockside. 
REPAIRS: Machine shop capable of major repairs. Also radar, radio, 
etc. 
SURVEYORS: Surveyors and Cargo Inspectors available from Nanaimo 
and Vancouver B.C. 
CUSTOMS ALLOWANCES: See “Vancouver”. 
TIME: Local time is GMT minus 8 hours (P.S.T.) or GMT minus 7 hours 
(P.D.S.T.) in Summer. 
POLICE/AMBULANCE/FIRE: R.C.M.P., Tel: 723-2424; Fire Hall, 
Tel: 724-1234 (Ambulance). 
EMERGENCY CO-ORDINATION CENTRE: V.T.S. Centre (‘Tofino 
Traffic’) Channel 74 (VHF) or Tel: (604) 726-7777. 
TELEPHONES: Service available at all berths. 
SERVICES: Garbage disposal and septic tank extraction by 
arrangement. 
Ship chandlers available. 
BANKS: Contact: Port Alberni Shipping Co. Ltd. Telex: Pasco Ttal 044- 
64553. Tel: (604) 723-7373. 
STORING: Vessels may be stored by truck, for regulations check with 
Terminal Manager. Trucks may proceed alongside. For distances check 
with Terminal Manager. 
GARBAGE DISPOSAL: Port Alberni does not usually accept foreign 
phen However arrangements can be made through Canada 
ustoms and Canadian Health Authorities for disposal. The nearest port 
that handles garbage disposal on regular basis is Vancouver. 
WASTE OIL DISPOSAL: Collection service is available for waste oil in 
small amounts. Waste oil can be discharged at any one of Port Alberni 
Terminals berths. There are 2 local companies, each having 2 tanker 
trucks. Alberni Septic Tank Service has a total of 3,900 gallons capacity 
and 1,000 gallon land storage facility. Tel: (604) 723-8513, hourly rate 
of $80.00. Walco Industries has 6,000 gallon capacity. Tel: (604) 723- 
6919, hourly rate $110.00. 


SEAMAN’S CLUBS: Port Alberni's local club is called “Seamen's Haven 
of Port Alberni”, under International Sailors Society of Canada, located 
at 3071 Kingsway, Port Alberni, B.C. Canada V9Y 1X7. Tel: (604) 723- 
222. This facility is within walking distance of the Deep Sea Docks. 
The club has international telephone, a small shop, Entertainment 
Centre, snooker table, table tennis, a variety of board games and a 
jibrary. Transport to local malls, church, etc. can be arranged through 
Haven managers, Gerry and Alberta Judge, open daily until 2300 hrs. 
CURRENCY: Canadian Dollar. Only Canadian and U.S. currency 
accepted locally. 

DELAYS: No delays in berthing should be anticipated —- one company 
eT, — ice free port. 

GENERAL: Tides: 12 ft. range at Springs, 8 ft. range at Neaps. 
Loading: Carried out by ship's cranes or by mobile cranes if ship's 
equipment malfunctions. 

AUTHORITY: Port Alberni Harbour Commission, 2750 Harbour Road, 
P.0.Box 99, Port Alberni, B.C. V9Y 7M6. Tel: (604) 723-5312 (multi line). 
Port Alberni Terminals: 723-7922. FAX: (604) 723-1114. Contact: Denis 
J. White, Port Manager. Captain B. Stansbury, Harbour Master. 
Mr.K. Fertuck, Terminal Manager. 


PORT ALFRED (including Bagotville), 
Quebec: 48.20 N. 70.52 W. (See Plan) 


LOCATION: Ha! Ha! Bay, Saguenay River, about 60 miles from junction 
of the Saguenay with the St. Lawrence. 

Port Alfred, Ville de La Baie, is located within the limits of the National 
Harbours Board of Haut-Saguenay. 

DOCUMENTS: 

2 Crew Lists. 

2 Passenger Lists. 

3 Crew's Declaration (Canadian Form Y.14). 

3 Stores Lists (Canadian Form E.1). 

Quarantine (Canadian Form QS.2001). 

3 Cargo Manifests. 

3 Bills of Lading. 

2 Stowage Plans. 

Harbour Master Dues receipt. 
PILOTAGE: Pilotage is compulsory. A minimum notice of 24 hours must 
be given to ensure availability of Pilot. This notice to be confirmed 12 
hours and 4 hours prior to arrival at pilot station. Reports stating ETA 
and Nett Reg. Tonnage of Vessel to be addressed to “Pilots Montreal” 
and passed by the Marine Traffic Control communication system on 
VHF Channel 14 (156.7 MHz), or by any coast radio station. 

The Pilot station for vessels upbound to Baie des Ha! Ha! is located 
at Anse-aux-Basques, charted 2 miles S.W. of Les Escoumins Wharf 
on the North shore of the St. Lawrence river and for downbound vessel 
at Quebec City. 

ANCHORAGE: Vessels awaiting berthing facilities anchor off Anse a 

Philippe (48° 21’ N., 70°73’ W.). 

RESTRICTIONS: None. Vessels may enter or depart at any time of day 

or night. 

MAX. SIZE: Vessels of up to 39 ft. draft may berth at Duncan Wharf 

ery ft. and 36 ft. at Powell Wharf. Max. breadth 110 ft. LOA 800 ft. 
8 m.). 

HEALTH: Pratique obtained by cable to Quarantine Quebec, and serves 

for duration of vessel's stay in Canada. See also “Montreal”. 

RADIO: Halifax Radio Station used by vessels while in Atlantic and Sept- 

\les Radio Station while in Gulf of St. Lawrence. 

VHF: VHF radio telephone Channel 66. 

TUGS: 2 Voith-Schneider tug-boats available 2,400 h.p. and 3,000 h.p. 

Join vessel 1 mile off wharves at Port Alfred. Ship's lines used. Tugs 

are compulsory for all vessels over 3,000 g.r.t. docking or undocking at 

Duncan Wharf and for tankers above 5,000 g.r.t., docking at Powell 

Wharf. Also, tugs will be compulsory when judged necessary by the 


management. 
BERTHING: 
N.H.B. Facilities 
Depth 
Berth Wharf at Low Remarks 
length Water 
(ft.) (ft.) 
Bagotville 
Main Wharf 
(outer face) 167 28 
Private Facilities 
Depth 
at Low Utilisation and 


Berth Length Water General Remarks 


(m.)___(m.) 


Port Alfred (Alcan 
Smelters and Chemical 
Ltd, Transport Division). 

(1) Powell Wharf 


South Side 346 10.0 Floor capacity 20,000 tons. 

North Side 146 11.9 Two 5 ton electric level- 

Across outer luffing gantry cranes (bucket 
end 67 10.0 or hook) operate on a 35 ft. 


apron. 


CANADA 


Depth 
at Low Utilisation and 
Berth Length Water General Remarks 
(m.) (m.) 
(2) Duncan Wharf 
South Side 386 11.9 Berth No.1: Two electric 
unloading towers of 600 
t.p.h. and/or one “Screw- 
Type” unloader with a 
capacity of 450 t.p.h. 
Berth No.2: Two electric 
unloading towers of 
1,000 t.p.h each. 
Railway and truck 
transportation direct from 
wharf and conveyors to 
storage areas. 
(3) Consolidated 
Bathurst 
North Side 183 7.6 


DENSITY: Varies, 1002 — 1015. 
FRESH WATER: Available at all berths. 
FUEL: A Shell Diesel oil station is located at 88 m. (288 ft.) from the 
Eastern end of No. 4 Powell Wharf, 2 oil pipes of 8 in. diameter 
FIRE PRECAUTIONS: Alcanport have a trained fire-fighting crew and 
fire hydrants installed at all strategic points. 
STEVEDORES: ETA sent by cable 72, 24 and 12 hours prior to arrival 
is sufficient to arrange gangs. 
Working hours: The regular working hours at Port Alfred are: 

General commodities on Powell Wharf: 

(a) From Monday to Saturday: 0800 to 1600 hours 

1600 to 2400 hours 

(b) For hours worked outside of above hours and on Sundays and 
holidays, premium will apply. 

At commencement of a working period (0800 or 1600 hrs.) a minimum 
of four (4) hours applies to any gang ordered as per procedure. 

All operations cease from 0001 hrs. Sunday to 0800 hrs. Monday 
except in extreme circumstances such as to complete a vessel within a 
maximum of two (2) hours. 

Rules: The following rules and regulations are now in effect for general 
commodities on Powell Wharf: 

(a) All requests for labour must be done by telex or cable. 

(b) In order to insure that gang(s) will be available, it is imperative 
that the telex message be in Alcan office by 1400 hours the day before 
the gang(s) is (are) required. Failing this, it will be beyond Alcan control 
to obtain gangs. Also note that this goes for every day of the week, 
including Sunday for Monday work. The following is an example of the 
type of information required on telex or by telephone. 

— ETA of vessel. 

— Number of gangs required and number of carpenters. 

— Tonnage of commodities to be loaded or unloaded per hatch. 

— Instruction if machines (forklifts, etc.) can be used at the beginning 
of the operations. 

— if overtime approved when applicable. 

Nevertheless Alcanport reserves the rights as to the number of gangs 
to be placed on any vessel. 

Bulk commodities on Duncan Wharf: From 0001 hours each Monday 
to 2400 hours each Saturday, and in most cases on Sunday, the 
unloading towers will work three 8-hour shifts daily. 

MEDICAL: General hospital at Chicoutimi located 13 miles away, in 
addition to local hospital. 

TANKERS: 1 x12 in. (Fuel Oil) and 1x12 in. (Caustic Soda) discharge 
hoses. ASA fittings. No slop discharge facilities. One berth available for 
tankers at 39 ft. draft. (No. 4 Powell Wharf). 

Notice to Tankers: It is important for all vessels discharging fuel oil or 
caustic soda that the following specific limits be strictly adhered to: 
Fuel Oil: Maximum temperatures 150°F, minimum 120°F, with maximum 
pressure of 115 p.s.i. to a minimum of 75 p.s.i. 

Caustic Soda: Maximum temperatures 110°F, minimum 90°F, with 
maximum pressure of 110 p.s.i. to a minimum of 60 p.s.i. 

The above specifications are for security purposes of pipelines, and 
official readings are those on charts on the dock. 

CONSULS: Dr. Francois Brochet, 1596 Avenue Begin, Chicoutimi. 
Tel: 545-7098 

Norway: Mr. C.J. Tremblay, 1522-6th Avenue, Ville de la Baie, Que., 

Canada G7B 1Ré6. Tel: (418) 544-1488. 

REPAIRS: Only minor deck and engine repairs. 

SURVEYORS: Lloyd's at Quebec City. ABS, DNV and BV at Montreal. 
GANGWAY/DECK WATCHMEN: To be attended by ship's personnel. 
OPENING/CLOSING HATCHES: Done by crew on bulk discharging. 
CUSTOMS ALLOWANCES: One carton (200) cigarettes allowed for 
each crew member. Wine and/or Spirits, one bottle for Officers and crew 
and 5-6 bottles to Master. 

REPATRIATION: Facilities convenient for crew charges. 

AIRPORT: At Bagotville, 6 miles from dock, Daily service to Montreal, 
Quebec City, Sept-lles and Baie Comeau. 

TIME: Eastern daylight saving time will prevail from early April 1989 to 
late October 1989 (+4). The remaining part of the year is Eastern 
Standard time (+5). 

HOLIDAYS: 1st & 2nd January, Easter Monday, 1st Monday in June, 
St. Jean Baptiste Day (24th June), Confederation Day, 3rd Monday in 
July, 2nd Monday of August, Labour Day and 25th December. 
POLICE/AMBULANCE/FIRE: Police 544-6804; Fire 544-6804; 
Ambulance 544-3335. 

TELEPHONES: At the main office and public pay phone outside. 
SHORE LEAVE: Crew members allowed ashore. 

IDENTIFICATION CARDS: Not required. 
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GARBAGE DISPOSAL: Not available. 
WASTE OIL DISPOSAL: Not available. 
SEAMAN'S CLUBS: None. 
CURRENCY: Canadian Dollar. 


REPORTING: Notice to Masters of vessels approaching Canadian 
waters during Winter months: 

Masters of vessels proceeding from sea inbound to Port Alfred (Ville 
de la Baie) Quebec must report, at least 24 hours before entering the 
Gulf of St. Lawrence, to the Canadian Coast Guard, through Halifax 
Radio Station, N.S. or through any other Canadian Coast Station giving 
all pertinent information, i.e. name of ship, d.w.t., b.h.p., date built, ice 
class or non-strengthened, approximate draft and time entering Cabot 
Strait, destination. Then the Coast Guard should acknowledge and give 
the vessel the recommended route. When a vessel is beset in ice, the 
Master must radio for ice-breaker assistance, and in the case where 
conditions improve and vessel makes progress, it must be reported 
soonest to the ice-breaker in the vicinity or the Coast Guard so that the 
breaker coming to the assistance is well informed of the new position. 
GENERAL: Conditions for use of Alcan dock facilities: 

1. Notice of ETA, description and tonnage of the commodity to be 
loaded or discharged and the number of passengers to be landed or 
embarked, must be given to Alcanport at least 48 hours and 24 hours 
before arrival. Alcanport may then assign a berth to the vessel but shall 
not be liable for any delay in providing a berth or for failure to provide 
a berth. 

2. Vessels shall not berth at Alcanport’s wharves before obtaining 
permission. Berthing instructions will be given on VHF Radio, 
Channel 66. 

3. The normal berthing will be on a “First come, first served” basis 
but the port management reserves the right to change priority. 

4. With a view of expediting the work of the port, Alcanport reserves 
the right, free of expense to itself, to order (a written three-hour notice) 
a vessel to vacate its berth or to shift from one berth to another at any 
time. If the vessel does not vacate its berth or does not shift in 
accordance with Alcanport's instructions, an additional dockage charge 
of $500.00 per hour or fraction thereof shall be payable in advance in 
cash to Alcanport, time to count three hours after notice to shift or vacate 
has been delivered in writing to the person in charge of the vessel. This 
clause shall not impair the right of Alcanport to compel removal of the 
vessel by any lawful means. 

5. Any object landed from a vessel on Alcanport’s property is to be 
accompanied by a written permit signed by the Master or Officer-in- 
charge of the vessel; the said permit is to be handed to Alcanport's 
gateman. 

6. Persons wishing to visit vessels berthed alongside Alcanport's 
wharves are required to have written permission, signed by the Master 
of the vessel. 

7. No person shall smoke or expose a naked light in any shed or 
warehouse owned or operated by Alcanport, or in any railway car while 
on Alcanport's property. 

8. Tugs are available on call for service in accordance with the 
charges and the Standard Towing Conditions. 

9. If an anchor is used during the berthing of a vessel at Port Alfred, 
the Master of such vessel is hereby requested to heave in the anchor 
on completion of berthing operations. 

The cost of any delay caused by any vessel due to not heaving in the 
anchor will be charged to the owner of such vessel. 

Gangways: 

10. Vessels berthed on Duncan Wharf or Powell Wharf are to provide 
safe and efficient gangways fitted with handrails and safety nets, (no 
ladders allowed). The bottom end of the gangway must rest on the wharf 
and be tied to the eyebolts of the rails on the wharf. Gangways are to 
be supervised by ship's personnel. 

Note: The safety net must be so installed that it will catch anyone that 
might fall off when embarking or disembarking the vessel. Also a life 
buoy with a lifeline must be placed at the bottom end of the gangway 
and ready for use at all times. In addition, at the Duncan Wharf, such 
a gangway must be positioned longitudinally in line with the vessel so 
as to permit free movement to the discharging towers from one berth to 
another as necessary. In cases where the gangway cannot reach and 
rest on the wharf, a small union gangway with handrails must be so 
placed so as to permit safe and free passage from the wharf to the ship's 
gangway. In order to avoid delays, we urge that these gangways be as 
ready as possible to be set out quickly on docking of the vessels. 

In addition there must be a free passage on ship's decks, free of 
hazards, so as to permit officials and stevedores to safely carry out their 
respective duties. Any failure to comply with the above rule may cause 
the shore personnel to refuse to board, and the cost for any delay 
incurred while the ship's crew rectify the situation will be charged against 
the vessel. 

Further, during the coldest months, all accesses inciuding hatch 
covers must be kept free of ice. 

For vessels berthed on Powell Wharf only: 

There are 2 aluminium gangways available for rental at a minimal fee 
of $100.00 per 24 hours., or part thereof. It is to be noted that these 
gangways, as for vessels using their own, are to be under the 
responsibility and supervision of the ship's personnel at all times while 
in use by the vessel. 

WARNING: 

11. This is to advise vessels that Alcanport’s wharves are equipped 
with underwater cathodic protection which prevents corrosion of the 
wharf structure. 

Any debris on the river bed, and especially metallic objects such as 
wire rope, cans, etc., will adversely affect this expensive system. We 
request your co-operation to ensure that no refuse of any nature be 
thrown overboard from vessels. This will avoid damage to the cathodic 
protection and also claims which we would be compelled to make in the 
event of damage being caused by refuse from vessels. 
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It is unlawful to discharge or dispose of any ship's refuse at Port Alfred, 
(There is no incinerator in this region). 

Any ship approaching or manoeuvring near the wharves at Alcanport 
must ensure that divers working on the cathodic protection system are 
not under water. When divers are at work, the International Divers’ Flag 
is displayed at the east end of the wharf or wharves involved. 

Sailing Directions: Canadian je ae es Service in Ottawa (Ontario). 
pa aaeee Pilotage (below Quebec City). Canadian Charts Nos. 1202 
al z 

Tide: Rise and fall 2.1 m. (7 ft.) to 6.7 m. (22 ft.). 

Transfer of Funds: All transfers of funds to Alcan Smelters and 
Chemicals Ltd., Transport Division, or to vessels as cash advance or 
otherwise through Alcanport, must be sent to: The Royal Bank of 
Canada, Bagotville Branch, 375 rue Bagot, Ville de La Baie, (Quebec) 
G7B 2N6. Tel: (418) 544-6836. 

AUTHORITY: Alcan Smelter and Chemicals Ltd., P.O. Box 10, Ville de 
la Baie (Sector Port Alfred) P.Q. Canada, G7B 3R1. Tel: (418) 544- 
3311. Telex: 051-36176. FAX: (418) 544-9622. Cables: ALCANPORT. 
gomece Andre Chevalier, Port Director. Claude Page, Agent (Tel: (418) 
544-9674. 


PORT ALICE, B.C.: 50.22 N. 127.28 W. (See Plan) 


PILOTAGE: Compulsory. Pilots can be secured off Cape Beale, Barkley 
Sound, South end of Vancouver Island. Master should advise “Pilots 
Victoria” via Radio Station VAK giving their ETA Cape Beale. 
ANCHORAGE: Good anchorage within 0.5 miles of dock in 30 fathoms. 
HEALTH: The nearest station is at Victoria, B.C. Ships coming from 
foreign other than U.S.A. ports and having duplicate Pratique from same 
to British Columbia ports other than Victoria must obtain Radio Pratique 
through Victoria, B.C. 

VHF: Ship to shore communications on Channel 6. 

Mecca 2 Small tugs (335 h.p.) available to assist berthing and departure 
if required. 

BERTHING: Controlling depth from entrance of Quatsino Sound to Port 
Alice dock 24 fathoms. A draft of 25 ft. can be handled alongside dock 
and a vessel 525 ft. in length can be berthed with safety. 

Oil tankers with draft up to 35 ft. and 580 ft. in length can berth against 
pet te scow positioned between dock and oil tanker. (Width of scow 
35 ft.). 

Bulk Carriers with draft of 35 ft., 565 ft. in length are berthed 
approximately 16 ft. out from dock by means of log fenders. Gantry of 
monck cranes extending over apron of dock. Largest ship handled of 
this type, 29,500 d.w.t., draft 35 ft. 4 in. (Cargo loaded — Units of 
woodpulp). 

STEVEDORES: Working day of 12 hours. 

MEDICAL: 12 bed hospital, physician in attendance. 

FRESH WATER: Available. 

FUEL: Limited quantity of diesel oil. Fuel oil only available in an 
pallet from gravity hose on dock, vessel must supply hoses. 
CONSULS: None. 

REPAIRS: Minor repairs can be made in the company workshop. 
CUSTOMS: Customs board at Port Alice. 

CARGO GEAR: No shore cranes, ships use own gear. 

AIRPORT: 35 miles from Port Alice, daily service. 

HOLIDAYS: All Dominion legal holidays. 

GARBAGE DISPOSAL: Not available. 

WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS: None. 

CURRENCY: Canadian Dollar. 

GENERAL: Port Alice is a private port open to navigation all year round. 
Limited quantity of supplies available. 

AUTHORITY: Western Pulp Limited Partnership, P.O.Box 2000, Port 
Alice, B.C. VON 2NO. Canada. Tel: (604) 284-7745. FAX: (604) 284- 
6631. Telex: 610-975 7035. Cables: West Pulp Pa. Contact: L.W.Scott. 


PORT CARTIER, Quebec: 50.02 N. 66.47 W. 
(See Plan) 


LOCATION: Port Cartier is located on the North shore of the 
St. Lawrence River, approximately 25 miles, in a Westerly direction from 
Sept-lles (Seven Islands) at Lat. 50° 02’ N., Long. 66° 47’ W. 
DOCUMENTS: 
Immigration: 

Crew List Form IMM.200 in triplicate or IMO No. 6. 
Customs: 

Report Inwards (A.6) in triplicate. 

Crew Declaration (Y.14) in triplicate. 

Ship's Stores List (E.1) in triplicate. 

Ship's Register. 

The above forms will be supplied by mail on request. 

The Master shall also have ready for inspection by Customs: 

Certificates of Registry, Safety Construction, Safety Equipment, Derat, 
Safety Radio, Load Line, Clearance from Last Port. Any spares, 
materials for repair, or materials for furtherance must be declared on 
Form A6A on arrival. 

Also see “Health”. 

On Canadian or International Crew Lists, black pen or typewriter must 
be used. Blue is not acceptable because of copy reproduction difficulties. 


Designation and dates of expiry of all major trading certificates are 
required for outward clearance. 

Arrangements have been made so that loading can commence before 
Customs Entry has been completed, and Customs Outward papers will 
be completed so as not to interfere with immediate departure after 
completion of loading. 

Also see “Shore Leave”. 

APPROACHES: The depth of water in the harbour is 50 ft. at MLW. A 
depth of 54.5 ft. at MLW is maintained in the channel for a width of 
200 ft. on each side of the centre line of approach into the harbour. For 
a distance of 300 ft. on both sides of this channel a depth of 40 ft. at 
MLW is maintained. 

PILOTAGE: Pilotage is compulsory at Port Cartier for docking, sailing 
and, at Port Authority's discretion, for changing berths. 

An exception is made in the case of Coasters or vessels less than 
350 ft. LOA unless requested by the Master, or, if considered necessary 
py the Port Authority. 

Pilot will board vessels from attending tug or harbour tender 
approximately 1 mile off the harbour entrance. 

it is the responsibility of all vessels to ensure that the pilot ladder is 
in good condition and in a safe position for the boarding of the Pilot. 

Frequencies for VHF communication with Pilot and Harbour Office. 
Calling 156.8 MHz. Receiving/transmitting 156.6 MHz. Internal harbour 
(tugs and Pilots) 156.35 MHz. 

Vessels over 40,000 d.w.t. shall also provide accommodation ladder 
with rope ladder alongside. The landing platform of the accommodation 
ladder should be approximately 20 ft. above the water. 

AIDS TO NAVIGATION: 
Fairway Buoy: A black and white vertically striped light and bell buoy 
“Mo (A)"’ (white light showing the morse code letter A) equipped with a 
radar reflector, marked “Port Cartier” is in position: Lat. 50° 00’ 12” N., 
Long. 66° 47’ 45.7” W. Removed during Winter season (mid November 
to mid April). 
Rear Range Light: F.G. 255 ft. backed by 10 ft. square fire orange 
daymarker. Lat. 50° 02’ 25" N., Long. 66° 46’ 45” W. 
Front Range Light: F.G. 151 ft. backed by 10 ft. square fire orange 
daymarker. Lat. 50° 02’ 10” N., Long 66° 46’ 52” W. 
Fog Horn: Signal — Continuous short pulses during poor visibility and 
fog off Port Cartier on request from vessel. Lat. 50° 01’ 52” N., Long. 
66° 47’. W. 
Corossel Island Light: White Gp. Fl.2 ev. 18 secs. 190 ft. 20 miles radio 
beacon. Fog signal ev. 30 secs. Lat. 50° 05’ 20” N., Long. 60° 22’ 44” W. 
Local Chart: Canadian Chart No. 1226 Port Cartier and Approaches. 
N.B.: All aids to navigation subject to change. ALL VESSELS NOT 
UNDER PILOTAGE MUST GET PERMISSION FROM THE PORT 
AUTHORITY BEFORE ENTERING THE HARBOUR, AND MUST ALSO 
OBTAIN PERMISSION BEFORE LEAVING ANY DOCK WITHIN THE 
HARBOUR LIMITS. 
ANCHORAGE: Anchorage areas have been established as follows: 
Designation Position 

A. Lat. 50° 00’ 57.0” N., Long. 66° 46’ 36.2” W. 
Lat. 50° 01’ 07.1" N., Long. 66° 45’ 44.5” W. 
Lat. 50° 01' 16.4” N., Long. 66° 44’ 53.2” W. 
Lat. 50° 00’ 32.8” N., Long. 66° 45’ 44.5” W. 
Lat. 50° 00’ 22.7” N., Long. 66° 46’ 35.0” W. 
Lat. 49° 59’ 56.5” N., Long. 66° 48’ 43.0” W. 
. Lat. 49° 59’ 44.0” N., Long. 66° 49’ 32.8” W. 

Chart: (Last edition) 1226, dated 27-05-88. Publication — Gulf and 
River St. Lawrence Sailing Directions, 6th edition 1985. 


MAX. SIZE: Vessels of 100,000 d.w.t. and over must have a draft not 
exceeding forward 33 ft. and aft 38 ft. on arrival. Also see “Berthing” 
and “General”. 


HEALTH: New procedure since July 1991: 24 hour Pre-Asrival 
Notification to be sent by Telex or Fax to the local Agent, who will in 
tum transmit it to the Customs Office. Pre-Arrival Notification to contain 
information listed under “Documents”. 

Free Pratique granted alongside berth by Customs/Immigration 
Officer. Ships trading between Canada and the United States 
continuously and touching no other foreign port, since last granted 
Canadian Pratique, comply with the above, only on first trip to Canada. 

Vessels inspected by Port Health Officer soon as possible, in berth 
or not. 

Masters shall have ready for inspection: 

Maritime Declaration of Health Form Q.S.2001 in duplicate. 

Derat Certificate. 

RADIO: Cable Address “Cartier” Port Cartier. 

Vessels entering the Gulf from the Atlantic should keep watch on 
Halifax Radio for all traffic. Information as to time of reports and 
frequencies will be found in International Radio Aids to Navigation 


Manual. 

Traffic List 420 kHz Even hours plus 50 GMT 
2582/161.9 Even hours plus 40 GMT 

Weather, Ice Reports and Notice to Shipping. 


ONMOOW? 


Channel 21 Receiving Frequency 161.65 MHz 
Channel 59 Receiving Frequency 2582 kHz 
Channel 26 

and CW Receiving Frequency 161.9 MHz 


When vessels are 36 hours from Port Cartier, they should keep W/T 
watch on VCK Seven Islands Radio for traffic from this Port. 
VCK — Seven Islands: Tel: 418-968 3118. 


Channel Transmitting Receiving 

W/T Frequency 500 kHz 500 kHz 
RT (HF) Channel 51 2182 kHz 2182 kHz 
Channel 57 2514 kHz 2118 kHz 

R/T (VHF) Channel 16 156.8 MHz 156.8 MHz 
Channel 12 156.6 MHz 156.6 MHz 

Channel 24 161.8 MHz 157.2 MHz 

Channel 26 161.9 MHz 157.3. MHz 

Channel 21 161.55 MHz 157.05 MHz 


CANADA 


Port Cartier Station 


R/T (VHF) Channel 12 156.6 MHz 156.6 MHz 
Channel 7A 156.35 MHz 156.35 MHz 
(Internal tugs and Pilot) 

Traffic Escoumins 

RT (VHF) Channel 14 156.70 MHz 156.70 MHz 


The Port Office telephone number is 418-768 2485, Telex number is 
051-8-6422 and the Fax No. (418) 768-2344. It is also fitted with VHF 
on the frequencies mentioned above. The office is open to receive 
messages on a 24 hour basis. Radio and radio telephone traffic by a 
ship at anchor in the area off Port Cartier is permissible. 

THE ST. LAWRENCE WATERWAY TRAFFIC REGULATIONS: The 
zone extends from Long. 66°00’ W. to Montreal. In general, the 
regulations state that a ship must report to the Marine Traffic Regulator 
by contacting Channel Escoumins on 156.7 MHz, Channel 14 before 
entering Zone 1 (i.e. crossing Long. 66° 00’ W.). The Port of Port Cartier 
is in Zone 1. Ships have to maintain a continuous radio watch on Channel 
14, except when alongside. Authorisation to communicate on another 
Channel has to be requested from Channel Escoumins, unless the 
vessel is equipped with 2 radios. Clearance must be obtained from 
Channel Escoumins to move within the anchorage. 

ARRIVAL ADVICE: Also see “General”. ETAs — All vessels must advise 
ETA 72 hours, 48 hours and 24 hours before arrival. If any change in 
ETA of more than 1 hour occurs after transmission of the 24 hour ETA, 
the vessel must send a corrected ETA immediately. These ETAs shall 
be submitted in local time at Port Cartier. 

In the 72 hours ETA vessels will advise: Tonnage of cargo required; 
grain fittings, if any; quantity orders for supplies; bunkers, water and 
cash advance requirements; and bonded stores. 

In the 24 hours ETA vessels will advise the estimated time for pumping 
ballast after arrival alongside. However, if because of weather or any 
other cause the estimated pumping time should change, the Port 
Authority will be notified immediately. 

All ships shall request docking instructions 2 hours before arrival. 
TUGS: Compulsory, with the exception of coasters or vessels less than 
380 ft. LOA unless requested by the Master, or, if considered necessary 
by the Port Authority. Meet vessel outside harbour under instructions 
from Pilot. Tug lines used at all times. Two tugs of 3,800 h.p. available. 
BERTHING: Harbour and Terminal: 

1. The North Dock is 2,600 ft. in length, the West 2,000 ft. being 
Berths No. 1 and 4 for ore loading and the East 600 ft. being Berth 
No. 4a for bentonite and limestone discharge. Facilities for oil receiving 
are located at Berths No. 1, 2, 3 and 4. 

Coastal vessels may also use Berths No. 1, 2 and 3 when permitted 
to do so by the Port Authority. 

2. The depth of water in the harbour is 50 ft. at MLT. A depth of 
54.5 ft. at MLT is maintained in the channel for a width of 200 ft. on each 
side of the centre line of approach into the harbour. For a distance of 
300 ft. on both sides of this channel a depth of 40 ft. at MLT is 
maintained. 

3. Vessels of 100,000 d.w.t. and over must have a draft not 
exceeding forward, 33 ft. and aft, 38 ft. on arrival. 

4. The harbour bottom is smooth rock and anchors are of little value, 
although Pilots may advise Masters as to the use of anchors under 
special circumstances. 

5. The faces of all berths are fitted with rubber and tyre fenders. 

6. Mooring bollards are positioned 75 ft. apart at Berths No. 1, 2 and 
3. There are also hooks at every pier at Berth No. 4. All bollards except 
those at Berth Nos. 2 and 5 are 4 ft. in extreme diameter and all mooring 
ropes and wires should have eyes at least 8 ft. in diameter. 

7. The East Breakwater Cells are cathodically protected. The cabling 
and anodes extend approximately 60 ft. from the cells, affording all round 
protection. The use of anchors, or equipment likely to damage this 
protection, is not permitted within these areas. 

Bentonite and Limestone: The bentonite and limestone discharging 
facility has a rated capacity of 1,500 t.p.h., with the discharge hopper 
being in a fixed location on Berth No. 4. 

MEDICAL: Hospital facilities are available at Port Cartier. All costs for 
medical and dental treatment required by seamen will be charged to the 
vessels in which the seamen are serving as crew members. All crew 
members requiring medical attention should be available upon the 
vessel's arrival alongside. 

TANKERS: No facilities for slop discharge. 

DENSITY: Has been known to vary slightly between 1025 and 1021, 
but is considered salt. 

FRESH WATER: Available to all vessels at Berths No. 1, 2, 3, 4 and 5 
with connections conveniently located. Rate of approximately 20 t.p.h. 
The fresh water line is 6 in. with 2.5 in. standard Quebec hose, male 
connection of 7 threads to the inch. Necessary connections and hoses 
are to be furnished and handled by vessel. 

If required, fresh water can be supplied to vessels at anchor. Max. 
amount per trip 40 tons. 

FUEL: Available at Berth Nos. 1, 2, 3 and 4 for Bunker “C”, marine 
diesel and/or any specialised blend and connections are positioned for 
ready supply to all vessels. All bunker requirements are directly supplied 
by Gulf Oil Canada Limited, and proper credits should be established. 
Bunker “C” can be supplied at approximately 1,500 b.p.h. Marine diesel 
oil can be supplied at approximately 900 b.p.h., Bunker “C” line is 10 in. 
with 8 in. reducer flange connection. Marine diesel oil line is 8 in. with 
4 in. reducer flange connection. There is no coal available at this port. 

Vessels nominated for Port Cartier and required to anchor awaiting a 
berth, which in the meantime require bunkers, will be permitted to enter 
the harbour, if a berth is available with bunkering facilities, for the 
purpose of bunkering, and shall then return to anchor. The fee for this 
service shall be $3,780 (including second tug if used) plus applicable 
line handling charges. 

REPAIRS: Minor repairs can be effected. They must be supervised by 
the vessel's personnel, and will be the responsibility of the vessel. 
GANGWAY/DECK WATCHMEN: Not necessary. Security guards 
obtainable on request. 
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OPENING/CLOSING HATCHES: Normally done by crew. 
REPATRIATION: Crew changes and repatriation can be carried out. 
AIRPORT: Nearest airport is Seven Islands about 40 miles by road. 
Services to Quebec City and Montreal, 4 flights daily. 

TIME: Port Cartier is located in the Eastern Standard Time Zone (GMT 
minus 5 hours). Daylight Saving Time (GMT minus 4 hours) is observed 
from first Sunday in April to last Sunday in October. 

HOLIDAYS: See “General”. 

CUSTOMS ALLOWANCES: Canadian Customs Regulations allow 
each crew member to have in his possession for his personal 
consumption 200 cigarettes, 50 cigars, 2 Ib. pipe tobacco and 40 oz. of 
spirits. All quantities must be declared on Crew Declaration Form Y-14 
along with all personal effects such as radios, cameras, tape recorders, 
binoculars, souvenirs, etc., plus serial numbers of these items. 

N.B.: Masters of vessels are advised that tobacco items and spirits in 
excess of these amounts in possession of crew members should be 
collected and placed in bonded stores prior to the vessel's arrival in 
order to speed up the clearance of the vessel. 

Canadian seamen returning from voyages to American or other 
foreign ports are permitted $100 value of duty free merchandise every 
quarter for periods outside Canada of over 48 hours and $300 once a 
year for periods outside Canada of 7 days. 
POLICE/AMBULANCE/FIRE: Police Tel: 766 2233. Ambulance/Fire 
Tel: (418) 768-2323. 

TELEPHONES: No direct connections to vessels. Available on berths. 
POLLUTION: The discharge of oil and garbage into the waters of 
Canada is prohibited by strictly enforced regulations which provide 
heavy penalties on summary conviction. Every precaution must be taken 
to prevent escape of oil from a vessel, but should such an escape occur, 
the regulations require that vessel immediately report it to the nearest 
Canadian Coastguard Officer or to the Chairman, Board of Steamship 
Inspection, Ministry of Transport, Ottawa. 

SERVICES: Electronic repair services to navigational equipment. 
Should be requested in advance. 

SHORE LEAVE: All ships arriving from a foreign port will be boarded 
by Customs and Immigration Officers. Ship's personnel are not allowed 
ashore until permission is granted by these Officers, nor shall crew 
members joining a vessel board without Customs permission. 
IDENTIFICATION CARDS: Not necessary. 

GARBAGE DISPOSAL: Not available. 

WASTE OIL DISPOSAL: Not available. 

DELAYS: Occasionally Easterly weather conditions may delay vessels 
berthing. 

GENERAL: Vessels which have completed discharging of grain and are 
to load iron ore should have ratguards fitted to all mooring lines at all 
times. 

Ore Concentrate and Pellet Vessels: 

1. Advising Arrival: (See also “Arrival Advice”) 1. Each vessel 
operator or its principal shall notify Quebec Cartier Mining at least 
2 weeks prior to the expected arrival of each vessel at Port Cartier and 
Quebec Cartier Mining Company shall forthwith advise such vessel 
operator or principal whether it can accept the vessel at such time. An 
allowance of 3 days preceding and 3 days subsequent to the date so 
fixed will be made for the actual arrival of each vessel. If the vessel's 
actual arrival is not within such 3 day period preceding or subsequent 
to the date fixed for its arrival, Quebec Cartier Mining Company may fix 
another arrival date for such vessel that will not interfere with other 
scheduled loading. Quebec Cartier Mining Company shall be kept fully 
advised of all vessel nominations, substitutions, cancellations, delays, 
sailing dates at Port Cartier of all vessels designated to accept delivery 
of ore at this Port. 

2. The submission of a Notice of Readiness by the vessel will 
constitute acceptance of all terms and conditions of this Advice to 
Vessels by the vessel, its Managers, Agents, Master, Operator and or 
Charterer. 

Il. Loading Conditions: Ships will be loaded in regular turn of vessel's 
arrival off Port Cartier provided they present with hatches open and do 
not have ballast pumping time which will exceed minimum loading time. 
The 1 shiploader has a rated capacity of 9,000 tonnes/p.h. for 
concentrate and 7,200 tonnes/p.h. for pellets. A vessel which has 
berthed at the loading dock and is found to have a deballasting rate 
time which in the opinion of the Port Authority will not permit loading at 
maximum rate, may be ordered off the dock and moved to the standby 
berth or to anchorage until it is in a condition to accept its cargo at 
maximum loading speed. 

The vessel will then be returned to the ore loading berth in turn, 
following re-submission of Notice of Readiness. All moves to be at 
vessel's expense. Quebec Cartier Mining Co., Port Authority will be final 
arbitrator in case of dispute. 

ill. Loading Minimum and Vessel Specifications: Each vessel 
designated to accept delivery of ore at Port Cartier, must conform in 
construction to the following specifications and conditions: 

1. Not less than 4 ore hatches of at least 18 ft. square, except Great 
Lake Bulk Carriers where the minimum width of hatches shall be 9 ft., 
to accept ore cargo direct from loading tower at Port Cartier. 

2. All vessels nominated must be suitable for the loading and the 
transportation of concentrates or pellets and capable of taking the entire 
cargo to be loaded in the lower holds without “peak-up” above the tween 
deck levels. The vessel shall load and stow cargo in accordance with 
the Canada Shipping Act and Regulations. 

3. Hatch opening sufficiently clear of obstruction on deck to permit 
free and direct contact with loading tower. 

4. Vessels may be loaded to a draft of 54 ft. if tides permit them to 
sail while maintaining a safe under keel clearance (at least 3 ft.) on a 
rising tide. 

If a vessel requests to wait for a following higher tide in order to lift 
more cargo, and the Port Authority agrees, then this additional time is 
not to count and, if required by the current operational condition of the 
Port shifting is necessary, all additional shifting fees will be for the 
account of the vessel. 
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5. Maximum Allowable Dimensions: Maximum allowable dimensions 
of vessels at the ore berth. 

LOA 995 ft. 

Beam 174 ft. Moulded depth 92 ft. (to top of hatch cover). 

Air draft under loader: 

MHW 42 ft. water line to top of hatch covers. 

MLW 52 ft. water line to top of hatch covers. 
Draft of Vessel Loaded: 

Draft at MLW 48 ft. loaded. 

Draft at MHW 54 ft. loaded. 

1V. Special Regulations: 1. Any vessel which discharges a cargo of 
grain and is to load a cargo of iron ore will be considered in turn for 
loading only after the vessel has completed discharging grain and is jn 
all respects clean and ready to receive iron ore. 

2. Loading plan should be available as soon as possible after arrival 
and must be presented to the ore loading foreman, in metric tons, on 
arrival at the berth. 

3. All shipboard work necessary for docking and loading, including 
but not limited to line handling and tending, opening and closing hatches, 
and normal deck cleanup, shall be done by the vessel's crew. 

4. Any Owner or Charterer with more than 1 vessel waiting turn to 
load may interchange his vessels, provided they are of comparable 
capacity (deadweight). Any interchange of turn must be arranged with 
and have the approval of Quebec Cartier Mining Company. 

5. All weights shown on the Bill of Lading and/or Manifest will be the 
same as recorded on the weighing facilities of Quebec Cartier Mi 
Company. 

6. The Port will be in operation 24 hours a day, 7 days a week: 
however, ore vessels will not be loaded on New Year's Day (January 
1st), and on Christmas Day (December 25th), nor will they be loaded 
from 0800 hrs. Sunday to 1600 hrs. Sunday, nor during the same period 
on the following holidays: Good Friday; St. Jean Baptiste Day — June 
24th; Dominion Day — July 1st; second Monday of July; first Monday of 
August; Labour Day — first Monday of September; Thanksgiving - 
second Monday of ober; Boxing Day — December 26th. 

7. Arrangements have been made so that leading operations wil 
paosnenc’ as soon as possible after the vessel's arrival at the loading 

8. Vessels usually dock port side to at Ore Berth. 

V. General Instructions in Preparing Vessels’ Holds to Accept Iron 
Ore Concentrate: Quebec Cartier’s iron ore is a type of iron ore 
concentrate which weighs on the average 192 Ib. per cu.ft., and stows 
at approximately 12/13 cu.ft. per gross ton. 

The iron ore contains an average moisture content from 2.5% to 3.5%, 
and could sometimes in the Summer Season be shipped at as high as 
5%. The character of this ore is self draining. It will retain moisture up 
to about 2.5%, but all moisture over and above his will drain on 
compaction of the material, and also, if the ore is left for long periods in 
stock-pile or in the hold of a vessel, this drainage of moisture will 
sometimes leave a considerable quantity of water in the hold of the 
vessel, and could cause some inconvenience when discharging the 
cargo. For this reason all bilge strums or wells should be sounded 
regularly and pumped out at regular intervals, so as to keep the bottom 
of the hold as dry as possible. 

Quebec Cartier’s iron ore is abrasive, and could cause damage to 
bilge pumps. Masters of vessels are advised to cover all bilge strums 
or wells with burlap in a similar manner as when receiving a grain cargo 
in bulk; so as to permit a free flow of the water and retain the iron ore 
in the hold of the vessel. 

All holds for the acceptance of this cargo should be clean prior to the 
arrival of the vessel. 

Vi. Pellet Stowage Factor: \ron ore pellets will stow at about 17 - 
18 cu.ft. per gross ton. 

All holds for the acceptance of this cargo should be clean prior to the 
arrival of the vessel. 

Vil. All vessels loading more than 18% of their cargo capacity in iron 
ore concentrate must present a Certificate of “Fitness to Load” as issued 
by the Canadian Ministry of Transport (Port Warden) prior to loading 
and a ‘Fitness to Proceed” prior to sone 

Port Warden costs will be charged to the vessel in accordance with 
the government tariff. 

Grain Vessels: Berthing and use of the Elevator Dock Facilities: 
Regulations, Terms and Conditions: 

(The term ‘Tariff refers to the Tariff issued periodically by the Elevator 
Company; the term ‘Company’ in this section refers to the Elevator 
Company). 

1. Application for Berth: For all vessels desiring a berth at the 
Elevator there shall be filed an Application for a Loading Berth at the 
Elevator Office, between 0900 — 1700 hrs. Mondays through Fridays 
and from 0900 — 1200 hrs. on Saturdays, except on holidays. Application 
shall be made in writing on forms supplied by the Company. Whether 
or not such Application Form is signed, the Owner and Charterer of each 
vessel shall be deemed to agree in consideration of the Company 
permitting the vessel to berth at the Elevator for the purpose of loading 
or discharging bulk grain, to abide by all rates, rules and regulations 
stipulated in the Company's current Tariff, and to acknowledge having 
taken communication of same and, without restricting the generality o! 
the foregoing, to undertake and agree that the berthing of the vessel al 
the Elevator will be free of risk and expense to the Company. Owners 
and Charterers also agree to indemnify the Company against and hold 
it harmless from any and all damages whatsoever and howsoever 
caused which may be occasioned to its facilities or any of them by the 
vessel and in like manner to indemnify the Company against and hold 
it harmless from any and all claims of any nature whatsoever arising 
from damages which may be sustained by the vessel while berthed oF 
during berthing or unberthing. Owners and Charterers shall in like 
manner be deemed to agree to make prompt payment of invoices as 
presented and in the case of export grain to deliver to Les Silos Port 
Cartier signed written evidence of the receipt on board of the grain 
according to the Les Silos Port Cartier Description and Tally (i.¢ 


‘Mate's Receipts"’). All charges shall constitute a lien against the vessel 
until paid. The Application for Berth shall be dated and timed and shall 
constitute a contract between the Company ‘and the Owners and 
Charterers of the vessel, such that the latter shall be bound by the terms 
thereof and, without restriction, to comply with all the charges, rules and 
regulations stipulated in the Company's current Tariff. 

2. Allocation of Loading Berth: Except as otherwise provided in 
these regulations, vessels shall be assigned a loading berth in the 
chronological order in which they file with the Elevator Office the signed 
Application for Berth, accompanied at the time of filing by the following 

uments: 
oa) Certificate issued by the Canadian Government Department of 
Agriculture and/or by the United States Department of Agriculture, Grain 
Division, as the case may be, that all cargo compartments are fit to load 
in compliance with the regulations of the respective departments. 

(b) Certificate of Readiness in all compartments issued by the Port 
Warden. 

(c) Evidence to the effect that the vessel has been entered at the 
Canadian Customs House. 

(d) Evidence to the effect that the vessel has been tendered to and 
accepted by the Charterer. 

Vessels are required to present alongside the Loading Berth with 
hatches open and gangway and gangway net ready. 

3. Allocation of Unloading Berth to Lake Vessels: Subject to the 
exceptions contained herein, but at all times in accordance with the 
provisions of the Canada Grain Act and Canadian Grain Commission 
Regulations, Lake vessels shall be assigned to an unloading berth in 
the order in which they arrive in port and file application and required 
documents for berth with the Company with evidence of vessel's 
readiness to discharge. 

(a) A hold of a vessel having been partially unloaded at another port 
shall not be accepted for unloading unless by prior express arrangement 
with the Company. 

(b) A hold of a vessel having a separation between more than one 
grade or kind of grain shall not be accepted for hep 

4. Berthing Prior to Receipt by the Company of Appropriate 
Certification: 

(a) At the sole discretion of the Company, a vessel may be allowed 
to berth alongside the Elevator prior to having received all the above 
certificates. If subsequently, the vessel fails to deliver such certification, 
it must, immediately on order of the Company vacate the berth. Nothing 
contained in this rule shall be deemed a waiver of any of the provisions 
of Item 5 hereinafter. 

(b) Any vessel, which has been allowed to berth at the Elevator having 
previously filed all the certificates enumerated in above item 2, and which 
subsequently is found by an Official Inspector unsuitable to receive grain 
for any reason, must, if required by the Company, immediately vacate 
the Elevator Berth. Nothing contained in this rule shall be deemed a 
waiver of any of the provisions of Item 5 hereinafter. 

5. Refusal or Failure to Vacate Berth: Any vessel which fails or 
refuses to vacate the berth when required by the Company for any 
reason whatsoever including being under arrest, except as provided 
hereinafter, in Item 9, shall be liable, in addition to any other charges 
due hereunder, to pay to the Company a charge of $1,500.00 per hour, 
or any part thereof after vacating notice has been given in writing to the 
Owner, Manager, Agent, Master, Mate, Operator or Charterer of the 
vessel. This charge shall be paid promptly and it is accepted that it 
accurately represents a minimum estimate of damages to the Company 
because of refusal or failure of the vessel to vacate. This payment shall 
not constitute a waiver on the part of the Company to claim greater 
actual damages that may be sustained as a result of the vessel's failure 
to vacate. 

The Company shall have the right, authority and privilege to compel 
the removat of the vessel, by any lawful means, at the vessel's own risk 
and expense and shall not be liable for any damages, delay or other 
expenses, including legal costs, arising from the act of removal of the 
vessel, by whomsoever incurred. 

6. Berth Operations: The Company, in its sole discretion, may: 

(a) Alter the turn of vessels whether in berth or not, when confronted 
by an urgent need to receive or ship a particular grade or kind of grain 
or when in its judgment 

(i) This is necessary or desirable in order to facilitate elevator 
operation, or 

(ii) Conditions within the Elevator or approaches thereto render this 
necessary or desirable. 

(b) Require a vessel to load in overtime hours at vessel’s own 
expense during all hours when labour can be available, continuously 
until loading is completed, or for any part of such hours as the Company 
may determine necessary. This rule may be applied whenever more 
vessels are in port than can be berthed at the Elevator, or in order to 
expedite the movement of vessels and/or grain, or to ensure the fullest 
Possible use of the Elevator, or to eliminate any threat of actual or 
Possible congestion of any other vessels. Any vessel unwilling to work 
Overtime as directed in accordance with this rule shall vacate the berth 
without delay and the vacating vessel shall only be permitted to berth 
again at the Elevator after giving written agreement to load continuously 
until completed whether in regular or in overtime hours. Should any 
vessel refuse to vacate, it will be liable for damages described in 
above Item 5. 

(c) If a strike or other labour disturbance involving a vessel at berth 
Or waiting for berth (whether by vessel's crew or otherwise) or any other 
Circumstance affecting a vessel and not attributable to the Company will, 
'n the Company's judgment, tie up or impede operations at the dock, 
the Company may order such vessel out of berth or refuse to accept it 
at the berth. Should any vessel refuse to vacate, it will be liable for 
damages described in above Item 5. 

7. Vessel in Berth: Any vessel in berth shall at all times maintain 
appropriate Officers and crew aboard to permit shifting of the vessel or 
feception or discharge of cargo at any time of day or night including 
Saturdays, Sundays and Hokies: 
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All vessels discharging or loading grain shall at all times have 
adequate rat guards on all mooring lines. 

8. Work Interruptions: When work is interrupted on account of rainy 
or other weather conditions, a vessel at its own expense may be 
required, at the discretion of the Company, to retain on standby, 
according to local labour rules, stevedore and other labour necessary 
to the loading, up to a maximum of 4 hours in any stevedoring work 
period. Any vessel or its Agent failing to have such labour available, if 
so required, shall be, in addition to any other charges due hereunder, 
assessed a charge of $1,500.00 per hour for any period where work is 
subsequently ordered resumed by proper authority (after the weather 
interruption) but cannot be carried out for lack of labour. 

If such interruption occurs during an overtime period or on Saturdays, 
Sundays or Holidays, the usual charges for overtime periods will still be 
fully assessable and due in addition to the above charge. This rule shall 
be applicable unless otherwise agreed by the Company in writing. 

9. Completion of Loading: Upon completion of loading, a vessel 
shall not occupy the loading berth at the Elevator longer than is 
necessary to close the hatches, but in any event for not longer than 1 
hour. Vessels requiring extra time to set booms and derricks before 
making ready for sea or for any other reason may, at the time of docking, 
request written permission from the Company to do this work at the 
Elevator Berth, but it shall be at the sole discretion of the Company 
whether such permission is granted or not. Any vessel not granted such 
permission must vacate the berth immediately as required by the 
Company. Most vessels requiring extra dock time will be ordered to a 
lay-by berth, if available, or to anchorage, at vessel's expense. 

Failure to comply with this requirement will automatically cause the 
vessel or its Agents to be assessed an extra charge of $1,500.00 per 
hour or part thereof from the time that permission was refused. This 
charge shall not impair the right of the Company to compel removal of 
the vessel from the berth nor shall it constitute a waiver on the part of 
the Company to claim any greater ee that may be sustained as 
a result of vessel's failure to vacate. The Company shall have the right, 
authority and privilege to compel the removal of the vessel by any lawful 
means at the vessel's own risk and expense and the Company shall 
not be liable for any damages, delay or other expenses including legal 
costs, arising from the act of removal of the vessel, by whomsoever incurred. 
Port Expenditure: |n addition to the port charges, the following charges 
will be applicable: 

1. Grain Inspection Fee. 

2. Charges as stipulated in the Company's Current Tariff. 

3. The Port Warden and D.O.A. and/or U.S./D.0.A. fees when 
applicable, charged at cost in accordance with the regulations. 
Unloading and Loading Facilities: The grain unloading berth is adequate 
for the largest lakers known and is equipped with 2 marine towers able 
to union? grain at a peak rate of over 2,240 tonnes (80,000 bushels) 
per hour. 

The loading berth can handle ocean vessels having up to the following 
maximum dimensions: 

Length Overall 900 ft. (See “Note” below). 

Beam 137 ft. for self-trimming bulk carriers. 

137 ft. for OBO-centre holds only. 

125 ft. for tankers, provided off-shore tank openings are 
a minimum of 15 ft. inside ship's side. 

47 ft. at MLW, subject to slight increase depending on 
state of tide. Port Authorities require vessels to have 
3 ft. under their bottoms at all times. 

53 ft. at MLW, to top of hatch covers. 

45 ft. at MHW, to top of hatch covers. 

Note: Vessels having in excess of 730 ft. LOA up to 900 ft. LOA, may 
be accepted at the Elevator, but only by prior arrangement with the 
Company, which reserves the right, at its sole discretion, to refuse to 
load any vessel over 730 ft. because of its length or other physical 
characteristics which makes it impracticable to load. 

The Port Cartier harbour as well as the grain loading berth have a 
depth of water of 15.2 m. (50 ft.). 

REGULATIONS: Also see “General”. 

1. Ships will leave the loading or discharging berth immediately on 
completion of loading or discharging. If any delays occur on 
documentation, crew members missing etc., ship will leave the dock and 
all matters will be handled from anchorage or another berth. 

2. Vessels ordered to anchor, should do so in the recommended area, 
see “Anchorage”. Failure to do so may result in delays to vessels from 
being boarded by Port and Government Authorities. Vessels at 
anchorage must remain 0.25 miles clear of the Harbour Approach 
Channel. 

3. Vessels arriving in ballast should ensure they are in good trim for 
safe handling into the harbour, bearing in mind the loading rate, so as 
not to cause any delay in loading due to deballasting. However should 
a vessel not be sufficiently ballasted at the time of proceeding into the 
harbour, the Pilot may request further ballasting, depending on the 
prevailing weather conditions. If in doubt the Master should contact the 
Port Office by Radio Telephone. 

4. Vessels should have main engines and deck machinery operable 
at all times when alongside the berth. Permission contrary to the above 
must be obtained from the Port Authority. 

5. All O.B.O. vessels not in possession of a valid Gas Free Certificate 
by an independent chemist will advise accordingly in the 72 hour ETA, 
and arrangements will be made to have a chemist available on arrival 
at vessel's expense. Masters must present a valid Gas Free Certificate 
before Notice of Readiness may be tendered. 

6. Normally, vessels will be permitted entry to the harbour, to their 
assigned berth in order of their arrival. However, the Port Authority may 
alter the order to assure in its sole opinion, efficient operation of the 
harbour. The Port Authorities shall be the final arbitrator in case of 
dispute. 

7. The Port Authority may require a vessel to vacate an assigned 
berth, proceed to anchor or standby berth and return to the assigned 
berth to complete loading or discharging as soon as conditions permit. 
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8. Any vessel which fails or refuses to vacate the berth when required 
by the Company, shall be assessed, in addition to any other charges 
due hereunder, an automatic charge of $2000.00 per hour or any part 
thereof after vacating notice has been given in writing to the Owner, 
Manager, Agent, Master, Mate, Operator or Charterer of the vessel. This 
charge shall be paid promptly and it is accepted that it accurately 
represents a minimum estimate of damages to the Company because 
of refusal or failure of the vessel to vacate. This payment shall not 
constitute a waiver on the part of the Company to claim greater actual 
damages that may be sustained as a result of the vessel's failure to 
vacate. 

The Company, through the Port Authority, shall have the right, 
authority and privilege to compel the removal of the vessel, by any lawful 
means, at the vessel's own risk and expense and shall not be liable for 
any damages, delay or other expenses, including legal costs, arising 
from the act of removal of the vessel, by whomsoever incurred. 

9. A stand-by charge of $1500.00 per hour will be assessed against 
any vessel causing delay of ore loading alongside berth when such delay 
is caused by the vessel not complying with Port regulations and 
requirements. 


SHIPMASTER’S REPORT: December 1989. 

Radio: When the vessel is alongside it is simple and quick to walk to 
the agent's dock office and send a telex or telefax me: ie. When the 
vessel is at anchor all cables have to be routed through VCK (Sept Iles 
Coastguard station) as agents are not permitted to occupy the VHF with 
long messages. If however the Port Warden has to visit the ship for an 
inspection, then it is again simple to have him take a message ashore 
for the agent to transmit as a telex, etc. 

Draft: Maximum departure draft 54 ft., depending on tide. 

Restrictions: Daylight docking only for vessels over 950 ft. LOA, 
undocking at any time. 

Tugs: 2 tugs for berthing and unberthing, tugs lines used. One tug is on 
standby 24 hours and will push vessel alongside if any difficulties 
experienced with moorings while alongside. Call Dock Office on VHF 
Channel 12. 

Bilges: A new type of material for covering bilges is available locally 
and is recommended by the Canadian Coastguard for holds carrying 
concentrates. Material supplied free of charge. 


AUTHORITY: Quebec Cartier Mini Company, Marine Services, 
P.O.Box 188, Port Cartier, P.Q. GSB 2G8, Canada. Tel: 418-768 2400/ 
768 2439/768 2485. Telex: 051-86422. Cables: Cartier, Port Cartier. 
FAX: (418) 768-2344. Contact: L.S. McGee, Port Manager. A. Spence, 
Marine Supervisor. 


PORT COLBORNE, Ontario: 42.52 N. 79.15 W. 


Refer to “St. Lawrence Seaway” for important general information. 
DOCUMENTS: All documentation carried out by Authorities in Montreal. 
Only when vessels have called at United States port after departing 
Montreal will any changes in documentation be necessary, which will 
consist of a United States Customs Clearance Certificate, to be available 
on board. 

Immigration papers. 

1 copy QS2 (Health Certificate). 

3 Stores Lists. 

Crew Personal Effects List. 

Customs Clearance. 

All of the above will have been stamped in Montreal. 
PILOTAGE: Compulsory for ocean vessels over 250 tons gross. Pilots 
are available at Port Weller (upbound) and Sarnia (downbound). 
Supervisor of Pilots located in St. Catharines. 
ANCHORAGE: In Lake Erie, beyond the 3-mile fairway buoy at entrance 
to Port Colborne Harbour. 
RESTRICTIONS: Navigation season approximately from April 1st to 
December 31st. Channel depth 27 ft. dependent on Lake level. 

Limiting depth in the channel from Port Colborne piers to Bridge 21 
and 20 is 8.23 m. (27 ft.). From Bridge 21 and 20 North to Rameys Bend 
the limiting depth in the channel is 8.23 m. (27 ft.). The Welland Canal 
will accommodate vessels not exceeding 222.5 m. (730 ft.) in overall 
length and 23.16 m. (76 ft.) in extreme breadth. Permissible draft is 
7.92 m. (26 ft.). 
MAX. SIZE: 730 ft. length, 76 ft. beam, 26 ft. draft. 
HEALTH: Pratique granted at Quebec City for incoming vessels from 
foreign ports. 
TUGS: None available. 
BERTHING: 
Canada Starch Dock (Old Channel) Wharf No. 11: 


Type Grain Discharge into Hopper 
Equipment Ships’ Equipment 
Length 120 m. (390 ft.) between three dolphins 
Depth 8.23 m. (27 ft.) 

Rameys Bend, Wharf No. 12: 
Type Stone and Sand 
Equipment Tunnel and Belt Conveyor, Loading 
Length 1,797 ft. (547.7 m.) 
Depth 27 ft. (8.23 m.). 
Operator Port Colborne Quarries Ltd. 

Robin Hood Dock, Wharf No. 13: 
Type Elevator — Grain and Grain Products 
Length 1,000 ft. (304.8 m.) 
Depth 25 ft. (7.62 m.) 
Operator Robin Hood Flour Mills Ltd. 

Wharf No. 15: 
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Type Sand 
Equipment Self-unloaders 
Length 850 ft. (259.1 m.) 
Depth 14 ft. (4.27 m.). 
Operators Beam Building & Supply Co. Ltd., and 
Underwater Gas Developers Ltd. 
Wharf No. 16: 
Type Unloads and loads bulk cargoes, marine 
diesel oil and coal bunkers available. 
Equipment 1 Belt Conveyor 7 in. — 8 in. Pipe-line 
Length 1,480 ft. (451.1 m.) 
Depth 27 ft. (8.2 m.) 
Storage Capacity 27,000 tonnes above. 
rator Rochester & Pittsburg Coal Co. (Canada) Ltd. 
Fuelling Wharves: 
Wharf No. 17: 
Type Unloads and loads bulk cargoes using ship's 
or mobile gear 
Equipment Mobile repair equipment 
Length 1,120 ft. (341.4 m.) 
th 27 ft. (8.2 m.) 
Storage Capacity 225,000 tonnes. 


Imperial Oil — She/l Canada, Wharf No. 18: 


Type Marine Diesel Fuel, Bunker “C" and Coal 
Length 1,650 ft. (502.9 m.) 
Depth 27 ft. (8.2 m.) 


Storage Capacity 170,000 Barrels. 
Maple Leaf Mills Ltd., Wharf No. 19: 


Type Grain Elevator 
Length 1,650 ft. (502.9 m.) 
Depth 27 ft. (8.2 m.) 
Storage Capacity 63,000 tonnes 


oe Harbours Board, Wharf No. 20: 


ype Grain Elevator 
Length Holding Side 900 ft. (274.3 m.) 
Depth: Holding Side 19 ft. (5.79 m.) 
Storage Capacity: 84,000 tonnes. 
Operator Goderich Elevators Ltd. 


MEDICAL: Local hospital at Port Colborne. All assistance available. 
DENSITY: Fresh water. 

FRESH WATER: Available at West Side Wharf. 

FUEL: Bunker and diesel fuel available. 

REPAIRS: Local repair shops for boiler, engine and above deck repairs. 
DRY DOCK: At Port Weller. 

SURVEYORS: ABS and Lloyd's at Toronto. 

GARBAGE DISPOSAL: Not available locally. 

WASTE OIL DISPOSAL: Not available locally. 

SEAMAN‘S CLUBS: None. 

AUTHORITY: St. Lawrence Seaway Authority, Niagara Region, P.O.Box 
370, 508 Glendale Avenue, St. Catharines, Ontario L2R 6V8, Canada. 
Tel: (905) 641-1932, (nights (905) 641-1939). FAX: (905) 682-4525. 
Contact: C.G. Trepanier, Regional Vice-President. 


PORT DALHOUSIE, Ontario: 43.12 N. 79.16 W. 
(See Plan) 


Refer to “St. Lawrence Seaway” for important general information. 
LOCATION: On the South shore of Lake Ontario 43 km. Southeast of 
Hamilton and 5 km. West of Port Weller, the Northern entrance of the 
Welland Canal. Port Dalhousie is now amalgamated with the City of 
St. Catharines. 

APPROACHES: Access to the port is through 2 parallel entrance piers 
projecting out into Lake Ontario, which lead into a wide basin utilized 
by recreational vessels. 

RESTRICTIONS: Navigation season: Usually April 1st to December 
30th. Channel depth: Limiting depth in the channel between the entrance 
piers is approximately 21 ft. to 23 ft. below Chart Datum (Elev. 242.8 ft.) 
and pone reduces in depth towards the basin. 

RADIO: Ship-to-Shore communications: Through Toronto (VBG). 
TUGS: No towing facilities. 

BERTHING: The entrance to the harbour is between 2 parallel concrete 
piers 61.0 (200 ft.) apart. The East pier 701.1 m. (2,300 ft.) in length, 
extends out 457.3 m. (1,500 ft.) from the shore, 76.2 m. (250 ft.) beyond 
the outer end of the West Pier. Southward of the inner end of the 
entrance piers, the harbour widens out into a basin utilised by 
recreational vessels. 

MEDICAL: General Hospital and Hotel Dieu at St. Catharines. 

FUEL: Gasoline available. 

SURVEYORS: Lloyd's at St. Catharine, ABS at Toronto. 

CUSTOMS: Officers available at St. Catharines at any hour by previous 
arrangement. 

SERVICES: Supplies available. 

AUTHORITY: City of St. Catharines (Parks & Recreation Dept), 
P.O.Box 3012, 320 Geneva Street, St. Catharines, Ontario, L2R 7C2. 
Tel: (905) 937 — 7210. FAX: (905) 646-9262. Contact: R. Hollick, 
Harbour Master. T.M. Cotton, Deputy Harbour Master. 


PORT HAWKESBURY AND STRAIT OF CANSO, N.S. 
(See Plan) 


PORT LIMITS: Port Hawkesbury and Mulgrave harbour limits are from 

a line nth ai Point and Bear Head, and the Canso Causeway. 
UME : 

ayes Crew Declaration, Form Y14 (IMO Form 5 acceptable). 

3 copies Store List, Form E1. 

3 copies Immigration Crew List, Form IMM 200. 

3 copies Inward Report, Form A6. * 

2 copies Shipping Report, Form S1. 

3 copies Outward Report, Form A6. 

Completed Maritime Declaration of Health, Form QS 2001. 

Valid Derating Certificate. 

International Vaccination Certificates for crew members. 

Complete copy of Manifest for Goods to be Discharged in Canada. 

Clearance from Last Port. 

* The Inward Report Form and Outward Report Form are usually 
prepared by the Agent. 

** The Shipping Report Form is required for vessels performing 

coasting trade only. 
ICE: Ice Advisory and Shipping Support Service is provided from mid- 
December to the end of the ice season. Information regarding ice 
conditions is broadcast regularly and special reports will be obtained on 
request from “Ice Halifax” through Halifax Radio (VCS). 

Masters are cautioned that it may be necessary to remove certain 
buoys in Chedabucto Bay and the Strait of Canso during the ice season, 
and it is recommended that Masters request information on their 
deposition prior to entering. 

PILOTAGE: Pilotage is compulsory. Pilotage boarding stations: 
Strait of Canso, Northern Approach: 45° 42’ 42” N. 


* 


61° 29’ 12” W. 
Strait of Canso, Southern Approach: 
(a) For vessels of 730 ft. and under: 45° 29’ 30” N. 
61° 11’ 06” W. 
(b) For vessels over 730 ft.: 45° 24’ 00” N. 
61° 01’ 00” W 


Vessels must report by radio-telephone or radio-telegraph their ETA’s 
12 hours before the vessel's ETA. Time used must be GMT. ETA’s must 
be confirmed or corrected not more than 8 hours later nor less than 
4 hours prior to the new ETA. 

Canso pilot boat guards Channel 14 (working on Channel 12) whilst 
in the area of Chedabucto Bay approach and Channel 14 whilst in the 
area of St. George’s Bay approach. 

ANCHORAGES: In the interests of safe navigation, anchorage berths 
tor vessels of 65 ft. registered length have been established. 

Anchorages “A” to “F” are situated in Chedabucto Bay in water depths 
from 14 to 26 fathoms. 

Anchorages ‘'G” to “O” are situated in Inhabitants Bay in water depths 
from 5 to 8 fathoms. 

There is additional anchorage available at 
(45° 35’ 22” N., 61° 22’ 28” W.). 

RESTRICTIONS: Overhead power cable — clearance 178 ft. 

MAX. SIZE: Tankers of 350,000 d.w.t. can be accommodated at the 

Statia Terminal at Point Tupper. See also “Berthing” and “Tankers”. 

HEALTH: Pratique will be granted on arrival at berth by boarding 

officers, but it is the Master's responsibility to report by radio all details 

oy sickness or death occurring during the voyage to “Quarantine 
jalifax’’. 

RADIO/VHF: Halifax (VCS) continuous year round. 500, A2; 2,182, A3; 

156.8; F3 also 4, 6, 8, 12, 16, 22 MHz bands. 

Sydney (VCO) continuous year round. 500, A2; 2,182 A3, 156.8, F3. 

Canso (VAX) continuous year round. 2,182, A3; 156.8, F3. 

Grindstone, Magdalien Island (VCN) continuous year round. 500, A2; 
2,182, A3; 156.8 F3. 
acne (VAZ3) continuous during navigation season. 2,182, A3; 

Canadian Coast Guard VTS and Pilot guard VHF Channel 14. 
TUGS: Provided by Atlantic Towing Ltd. at the oil terminal. 
BERTHING: Nova Scotia Forest Industries Wharf: Situated at Madden 
Point and serves the pulp and paper manufacturing facility, the wharf is 
425 ft. long, with dolphins extending a farther 100 ft. from each end of 
the wharf, depth alongside 26 ft. at LW. Fresh water available, bunkers 
not available. 

Georgia Pacific Corporation Terminal: Situated at Point Tupper, this 
gypsum loading facility consists of a series of dolphins capable of 
mooring a ship over 700 ft. in length and has a min. depth of 32 ft. LW. 
Conveyor system from plant to centre of dolphins. No fuel oil or fresh 
water available. 

Port Hawkesbury Government Wharf: The 6.7 m. wide pier, 149.3 m. 
long. Provides a 80.0 m. commercial berth with 5.5 m. at LW. No fresh 
water or open storage area. Dockside power and telephone available. 
Mulgrave Department of Transport Wharf: Berthing length 1,440 ft., 
depth of water 25 ft. to 32 ft. Used for wood pulp and general cargo 
loading/discharging rail tracks, fresh water available, fuel oil delivered 
by truck, No permanent hoists, mobile cranes upon request. 
MEDICAL: Masters are required to give early advice to their Agent 
regarding medical and dental attention requirements, hospitalisation 
Cases will be referred, Antigonish, 40 miles distant. 

TANKERS: Statia Terminal — Point Tupper: 

Operator: Statia Terminals Point Tupper, Inc., P.O.Box 2116, Port 
Hawkesbury, Nova Scotia, Canada BOE 2V0. Tel: (902) 625-1711. 
Fax: (902) 625-3098. Contact: Paul Crissman, Terminal Manager. 
Location: Lat. 45° 34.5’ N., Long. 61° 20.5’ W. 

With a current total capacity of more than 7.6 million barrels, the 
Terminal is the largest of its kind on the East Coast of North America, 
and is located in the deepest ice-free harbour. The primary function of 
the Terminal is to transship crude and refined hydrocarbons, blend 
gasoline and fuel oil, and supply ships’ bunkers. 


Pirates Harbour 
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Notices and Communications: Vessels proceeding to Statia Terminals 
Point Tupper are required to radio Port Hawkesbury via Sydney Radio 
(VCO) or Halifax Radio (VCS) with 72 hours, 48 hours and 24 hours 
notice of ETA. For bunker requirements, the 48 hour notice should 
indicate the exact bunker quantities and grades required. After tendering 
the 24 hour ETA, any change in ETA greater than 2 hours is also to be 
advised. 4 hours prior to arrival, vessels should contact Statia Terminals 
Point Tupper via VHF Channel 7A for instructions. Telex notices may 
be made to F.K.Warren Agency (Telex No. 01937513) in Nova Scotia, 
Canada, or by contacting the Terminal through the following Tel: (902) 
625-1711. Fax: (902) 625-3098. 

Tugs: 2 tugs are available at all times in Point Tupper. Additional 
information and/or tugs can be obtained by contacting Point Tupper 
Marine Services Ltd. (see “Operator” above). Also see “Notice”. 
Vesse/ Dimension Requirements: 


Berth | Berth Il 
Maximum Allowable Draft 84 ft. 45 ft. 
Maximum LOA 1,245 ft. 750 ft 
Minimum LOA 550 ft. N/A 
Deadweight Restrictions: 
Maximum 350,000 75,000 
Minimum 25,000 N/A 
Loading Arms 6x16 in. 2x12 in 
2x10 in. 2x10in 
2x Bin 
Bunker Connections at Dock: 
Fuel Oil 2x10 in. 1x Bin 
Diesel Oil 1x16 in. 2x10in 
1x Bin 


Tanker Discharge Rates (B.P.H.): 


Crude Oil 80,000/100,000 20,000/25,000 

Fuel Oil 43,000 12,300 

Diesel Oil 12,800 12,800 

Gasoline 12,700 12,700 
Tankage: 


Crude Oil Storage: 8 tanks 450,000 bbls. each, equipped with internal 
floating roofs and side entry mixers. 

Ballast Facilities: There is no ballast facility at Point Tupper. All vessels 
must arrive with only segregated ballast. No ballast contained in the 
vessel's cargo tanks may be discharged into the Strait of Canso, even 
if the ballast meets the 15 p.p.m. limitation. 

Expansion Capabilities: The facility comprises 1,720 acres. Additional 
tanks can be constructed on suitable foundations. 

Notice: Dated 11th April 1994. 

Port costs for calling at Statia Terminals Point Tupper Inc. 


Vessel Size Rate Tugs included 

0 to 5,000 d.w.t. U.S.$ 6,000 None. 

5,001 to 10,000 d.w.t. U.S.$ 9,000 1 tug in, none out. 
10,001 to 15,000 d.w.t U.S.$ 12,000 1 tug in, 1 tug out. 
15,001 to 25,000 d.w.t. U.S.$ 15,000 1 tug in, 1 tug out. 
25,001 to 35,000 d.w.t. U.S.$ 18,000 1 tug in, 1 tug out. 
35,001 to 85,000 d.w.t. U.S.$ 25,250 2 tugs in, 2 tugs out. 
85,001 to 121,000 d.w.t. U.S.$ 29,250 2 tugs in, 2 tugs out. 
121,001 to 220,000 d.w.t. U.S.$ 34,500 2 tugs in, 2 tugs out. ** 
220,001 up U.S.$ 40,000 2 tugs in, 2 tugs out. ** 


** Additional tug(s) will be required and supplied at cost. A minimum of 
10 days notice is required for additional tug(s). 

The above charges include Agency, Pilot, harbour dues, line handling, 

lineboat(s), tugs (as indicated) and one trip on water taxi. 

Pee Robert L. Potter, President. 

DENSITY: 1025. Influenced by Spring thaw run-off. 

FRESH WATER: Available at Point Tupper. 

FUEL: Not available. 

CONSULS: See “Halifax”. 

REPAIRS: Hull and machinery repairs to vessels afloat possible. Radio 
and radar service is available locally, the vessel's Agent should receive 
early advice of repair requirements. 

GANGWAY/DECK WATCHMEN: Usually ship’s crew. 

CUSTOMS ALLOWANCES: Tobacco: 200 cigarettes or 50 cigars or 
2 Ib. tobacco per person per week. Beer: 288 oz. of beer or ale. Wines/ 
spirits: Total of 40 ounces per person over 19 years old. 

Subsequent issues may be authorised to crew members of foreign 
vessels, but the max. quantity any crew member may hold at any time 
must not exceed 300 cigarettes, or 75 cigars, or 3 pounds of tobacco 
and 60 ounces wines/spirits. 

Crew personal effects such as radios, tape recorders, binoculars, etc., 
should be declared on manifest. 

REPATRIATION: Crew changes and repatriation permitted. 
AIRPORT: Regular services by Air Canada from Halifax International 
Airport 150 miles distance, and from Sydney Airport 90 miles distant. 
Charter flights by small aircraft can be arranged from Port Hawkesbury 
Airport to Halifax and Sydney. 

SUPPLIES: Provisions and bonded stores come from Halifax, so 
Masters are advised that to avoid delays, their Agent should be notified 
prior to arrival on their requirements, particularly for deck and engine 
stores. 

Laundry facilities are available and in order to expedite the service, 
Masters should request their Agent to have a representative to attend 
on arrival. 

Supplies of stores will have to be conveyed to tankers at Statia 
Terminals Point Tupper, Inc. by stores boat or barge. 

TIME: GMT minus 4 hours. First Sunday in April, clocks advanced 
1 hour, last Sunday in October, clocks retarded 1 hour. 
POLICE/AMBULANCE/FIRE: Police 625-2220; Ambulance 625-2929 
or 625-1911; Fire 625-2838. 

SHORE LEAVE: Permitted. 

CANSO CAUSEWAY CANAL: Max. vessel dimensions, length 715 ft., 
width 75 ft., draft 28 ft., vessels with draft greater than 28 ft. and not 
more than 30 ft. may proceed through with special permission of the 
Canal Superintendent. Depth of water on the North and South approach 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


mooring berth is 32 ft. During the months December to April, Masters 
should consult with Ice Operations, Halifax, whether lock in operation. 
AUTHORITY: The Port Manager, Port Hawkesbury, Nova Scotia, 
Canada. 

Transport Canada, P.O.Box 1013, Dartmouth, Nova Scotia, Canada 
B2Y 4K2. Tel: (902) 426-7132, 747-3143. FAX: (902) 426-3904, 747- 
2860. Contact: John Langley, Port Manager — Mulgrave, N.S. 


PORT HOPE, Ontario: 43.56 N. 78.17 W. 


TUGS: None. 

BERTHING: Two breakwaters form artificial harbour. Depth at entrance 
5 ft. — 10 ft. Town docks have 650 ft. total berthing length with 7 ft. — 
9 ft. alongside. Queen's Wharf is 1,200 ft. long with 6 ft. alongside. 
FRESH WATER: Available at Queen’s Wharf. 

FUEL: Diesel fuel and gasoline available. 

AUTHORITY: Port Hope Harbour Commission, 56 Queen Street 
(P.O.Box 117), Port Hope, Ontario L1A 3V9. Tel: (416) 885-4544. 
Contact: E. M. Creighton, Chairman. 


PORT SAGUENAY (Chicoutimi), Quebec: 
48.25 N. 71.02 W. 


DOCUMENTS: 
2 Crew Lists. 
2 Passenger Lists. 
3 Crews Declaration (Canadian Form Y14). 
3 Stores Lists (Canadian Form E.1). 
Health Declaration (Canadian Form QS. 2001). 
3 Cargo Manifests. 
3 Bills of Lading. 
PILOTAGE: Pilotage is compulsory for Grande-Anse Terminal and 
Albert-Maltais Marine Terminal. Pilots board vessels that are Westerly- 
bound at Anse-aux-Basques and Easterly-bound at Quebec City. 
ANCHORAGE: Ships can anchor on the North side at the beginning of 
the channel. 
RESTRICTIONS: Albert-Maltais Marine Terminal: The navigation 
season is from mid-April to end of November (approximately). 
MAX. SIZE: Grande-Anse Marine Terminal: 100,000 d.w.t. Albert- 
Maltais Marine Terminal: 10,000 d.w.t. 
HEALTH: Pratique may be obtained by radio to Quarantine Quebec. 
Health Officer boards on arrival. 
RADIO: The Master of every ship inward bound in the Gulf of 
St.Lawrence and destined for ports West of Anse-aux-Basques must 
report his ETA to “Pilots Montreal” via Vessel Traffic Service on VHF 
Channel 14 (156.7 MHz), or by other means of communications to 
goumn Island Radio Station (VCK), giving his ETA at Escoumins Pilotage 
tation. 
VHF: No port radio station. 
RADAR: VTS Les Escoumins, Channel 14 (156.7 MHz). 
TUGS: Available (Not available in Winter time). 
BERTHING: 
Grande-Anse Marine Terminal: 
Location: 
On the Saguenay River at about 54 nautical miles from junction of the 
eres ym gh the St. Lawrence. Latitude: 48° 24.1’ N., Longitude: 
70° 49.9' W. 


(See Plan) 


Wharf Length: 286 m. 

Depth: 13.8 m. at mean low tide. 
Berthing Capacity: Over 100,000 d.w.t. 
Storage: Transit shed — length 127 m. 


width 45 m. 
area 5,715 sq.m. 
Open storage — 5.5 hectares. 

Navigation Period: Year-round. 
Albert Maltais Marine Terminal: 
Location: On the Saguenay River at about 60 nautical miles from junction 
of the wy pled with the St. Lawrence. Latitude: 48° 27.0’ N., Longitude 
70° 59.2’ W. 


Dock: Length: 305 m. 

Width: 150 m. 

Depth: 9.1m. at mean low tide. 
Vessels: 10,000 d.w.t. 


Maximum draft: 7.8 m. 

Maximum length: 137 m. 

Channel: 6.0 km. x 61 m. width. 

Navigation Period: From mid-April to mid-December. 

CRANES: At the berth at Grande-Anse there is 1165 ton capacity 
crane. 

BULK CARGO FACILITIES: Dry bulk storage: 80,000 tons (salt). 
40,000 tons (coal). 

Liquid bulk storage: 12,000 tons (caustic). 

SPECIALISED CARGO HANDLING FACILITIES: None. 

BRIDGES: None. 

STEVEDORES: Loading Ships: The regular working hours at Grande- 
Anse Marine Terminal are: 0800 hrs. — 1200 hrs. and 1300 hrs. — 
1700 hrs. However, according to user needs, the schedule can be 
extended during the week until 2200 hrs. and weekend from 0800 hrs. 
to 2200 hrs. (7 days a week). 
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Berthing Capacity: 


MEDICAL: Doctors, hospital facilities available. 

TANKERS: No facilities. 

DENSITY: Fresh water. 

FRESH WATER: Available (24 hours a day). 

FUEL: Available by truck only (24 hours a day). Make arrangements 
with am: 

REPAIRS: Minor machine shop repairs only. 

FIRE PRECAUTIONS: No smoking in the dangerous area. 
CONSULS: Norway, France and U.S.A. 

REPAIRS: Small repairs possible. 

DRY DOCKS: None available. 

SURVEYORS: Classification Society and Cargo Surveyors available. 
GANGWAY/DECK WATCHMEN: Not necessary, but it depends on the 


ship. 
OPENING/CLOSING HATCHES: By ship's crew. 
CUSTOMS ALLOWANCES: 200 cigarettes for each man. Officers may 
be allowed 1 bottle wine/spirits, Master up to 5 bottles. 
CARGO GEAR: See “Cranes”. 
REPATRIATION: Possible. 
AIRPORT: 25 km. from the port. Flights operated by Air Alliance and 
Canadian. 
TIME: GMT minus 5 hours. Daylight Saving Time: GMT minus 4 hours, 
lied from first Sunday of April until last Sunday of October each year. 

HOLIDAYS: 

New Year's Day (January 1st) 

January 2nd 

Easter Monday 

Victoria Day (third Monday of May) 

St.Jean-Baptiste Day (June 24th) 

Canada Day (July 1st) 

Labour Day (first Monday of September) 

Thanksgiving Day (second Monday of October) 

Christmas Day (December 25th) 

Boxing Day (December 26th) 
POLICE/AMBULANCE/FIRE: Police 418-544-6804. Ambulance 418- 
544-3335. Fire 418-544-6804. 
EMERGENCY CO-ORDINATION CENTRE: Contact Port Authority. 
Tel: 418-698-5535. Pager: 418-696-8979. 
TELEPHONES: Available on the berth and in stevedores office. 
IDENTIFICATION CARDS: Not necessary. 
GARBAGE DISPOSAL: Contact Port Authority on arrival. 
WASTE OIL DISPOSAL: By truck only. 
SEAMAN’S CLUBS: None. 
AUTHORITY: Port Saguenay, C.P. 760, 49 Lafontaine Street, 
Chicoutimi, Quebec G7H 5E1. Tel: (418) 698-5535. FAX: (418) 543- 
4633. Contact: Mrs. Ghyslaine Collard, General Manager. Guy Dufour, 
Superintendent Operations. 


PORT STANLEY, Ontario: 42.39 N. 81.13 W. 
(See Plan) 


LOCATION: Port Stanley Harbour is located at the mouth of Kettle Creek 
29 km. West of Port Burwell and 96 km. West of Long Point on the North 
shore of Lake Erie in the County of Elgin. 

RESTRICTIONS: Navigation Season: March to December. 

Depths: 


Approach Channel 7.0m. 
Outer Harbour 6.7 m. 
Outer Turning Basin 5.5m 
Inner Harbour 6.4m 
Inner Turning Basin 4.6m 
TUGS: Available by arrangement. 
BERTHING: 
Berth Berth Length Depth 
No. (m.) (m.) 
B1 West Pier 642.0 6.4 
B2 West Pier 70.0 4.6 
B3 East Pier 259.0 6.4 
B4 East Pier 300.0 4.6 


FUEL: Available by road tanker. 
REPAIRS: Minor repairs possible. 
SERVICES: Divers, fish processing plant, fuel tank farms, rail line, 
storage domes, warehouses, tank farm, grain elevators. 
AUTHORITY: Harbours and Ports, Canadian Coast Guard, 201 N. Front 
Street, Suite 703, Sarnia, Ontario, N7T 8B1 Canada. Tel: (519) 383- 
1942. FAX: (519) 383-1996. Contact: Regional Manager. 

Port Official: R.C. Payne, Harbour Master/Wharfinger. 


PORT WELLER, Ontario: 43.14 N. 79.13 W. 


LOCATION: On the South shore of Lake Ontario, West End. Port Weller 
is the Northern entrance of the Welland Canal and is 5 km. East of Port 
lhousie. 

PLOTAGE: Master of ships requiring pilotage service in the Port Weller- 
Samia area should send a notice of their arrival by radio-telephone so 
as to avoid any delay in waiting for a Pilot. When Westbound, Master 
should order a Pilot 4 hours in advance of the ETA at Port Weller through 
Toronto Radio. When Eastbound, Masters should order a Pilot 4 hours 
in advance of their ETA at Port Huron light vessel or Rogers City. Both 
an accommodation ladder and a pilot ladder are required to assist Pilots 
poarding ships at Port Weller. 

District Supervisor of Pilots: P. Hansell. P.O.Box 2008, Station B, 
St. Catharines, Ontario L2M 6P5. Tel: (905) 934-2921. 
RESTRICTIONS: Channel depth: Limiting depth at entrance and 
through the Welland Ship Canal is 8.23 m. (27 ft.). Permissible draft is 
7.92 m. (26 ft.). The locks will accommodate vessels not exceeding 
222.5 m. (730 ft.) overall length and 23.16 m. (76 ft.) extreme breadth. 

Navigation season: April 1st to December 30th. 

HEALTH: Quarantine service at Quebec, P.Q., for incoming ships from 
foreign ports. 

RADIO: Ship-to-shore communications: Through Toronto Coast Guard 
Station (VBG). 

TUGS: Available from Port Weller Dry Docks Ltd. 

BERTHING: See “St. Catharines”. 

MEDICAL: Hospitals at St. Catharines. 

FUEL: Not available. 

REPAIRS/DRY DOCKS: Port Weller Dry Docks, Ltd., 222.5 m. (730 ft.) 
building dock, gate width 24.38 m. (80 ft.); 228.6 m. (750 ft.) graving 
dock gate width 24.38 m. (80 ft.). Also 365.8 m. (1,200 ft.) fitting out 
berth. Complete machine shop in connection; major conversion jobs and 
all kinds of hull and machinery repairs. Shipyard gantry crane, 45 tons 
capacity; shearlegs crane, 125 tons capacity; two self-propelled cranes, 
15 tons and a 55 ton level luffing gantry crane extending 609.6 m. 
(2,000 ft.) from the shipbuilding berth to the fitting out berth. Forged 
finished shafting available from Canada Foundries & Forgings Ltd. 
SURVEYORS: ABS and Lloyd's at Toronto. 

GARBAGE DISPOSAL: Not available locally. 

WASTE OIL DISPOSAL: Not available locally. 

SEAMAN’‘S CLUBS: None. 

GENERAL: Transportation: All vessels entering the Welland Canal from 
Lake Ontario, or vessels from Lake Erie to Lake Ontario, via the canal, 
use this port but no steamship line makes it a regular port of call for 
discharging or loading freight. Highway connects with St. Catharines, 
5.5 km. 

Holidays: Officials of canal available at all times during navigation 

season. 
AUTHORITY: St. Lawrence Seaway Authority, Niagara Region, P.O.Box 
370, 508 Glendale Avenue, St. Catharines, Ontario L2R 6V8, Canada. 
Tel: (905) 641-1932, (nights (905) 641-1939). FAX: (905) 682-4525. 
Contact: C.G. Trepanier, Regional Vice-President. 


POWELL RIVER, B.C.: 49.52 N. 124.33 W. (See Plan) 


DOCUMENTS: 
Customs Clearance from last port. 
Manifest for goods to be off-loaded and “In Transit” cargo tonnage. 
Duplicate Pratique for vessels arriving from ports other than U.S. ports. 
Canadian Immigration Crew List, (Imm. 200) required in triplicate. 
Passenger List in triplicate. 
Seamen's passports and |.D. cards should be available when arriving 
from sea. 
Ship's Certificates. 
PILOTAGE: Payment compulsory. Incoming ships take Pilot at Race 
Rocks, near Victoria. Pilotage District of British Columbia. 
ANCHORAGE: No suitable anchorage is available in Powell River area. 
Vessels usually anchor in English Bay (Vancouver) or various 
anchorages Vancouver Island. 
MAX. SIZE: Up to 660 ft. LOA. 32 ft. draft. Tankers up to 615 ft. have 
berthed for discharging purposes (No. 2). 
HEALTH: Duplicate pratique for first port of call. See also “Montreal”. 
RADAR/VHF: No radar. Pilots are in contact with tugs and mill office 
using VHF Channel 10. Mill office on Channel 10 throughout 24 hours. 
TUGS: Two tugs available, to 500 h.p. 
BERTHING: Berth No. 1 requires a tug when berthing only. Berth No. 2 
Pilot's discretion. Accommodation: Channel depth 30 ft. — 35 ft. LW. Two 
Private piers; Pier A with Berth No. 1, 500 ft. long, depth alongside 30 ft. 
LW, Berth No. 2, 482 ft. long, accepts vessels up to 660 ft. length, depth 
alongside 30 ft. LW. 
Three 10-ton elevators. Dock storage for 10,000 tons. The elevators 
are used for loading barges only. 
STEVEDORES: None. Local longshoremen only. Supercargoes are 
Sent from Vancouver to assist in loading vessels. Longshoremen are 
members of Papermakers’ Union. 
MEDICAL: Powell River General Hospital and port doctor available. 
Complete medical services provided. 
TANKERS: Bunker oil supplied by barges. 
FRESH WATER: Unlimited supply, $35.00 connection charge. 
FUEL: Fuel oil, diesel, and gasoline available. 
CONSULS: Available at Vancouver, B.C. 
GANGWAY/DECK WATCHMEN: On request. 
OPENING/CLOSING HATCHES: By crew prior to arrival and departure. 


CANADA 


CUSTOMS ALLOWANCES: 300 cigarettes, or 50 cigars, or 1 Ib. 
tobacco on arrival. Issues every 7 days. 60 oz. or 2 cases beer on 
arrival. Issues every 7 days. 
AIRPORT: 5 flights per day to Vancouver International Airport. 4 miles 
from docks. Charter flights available to Vancouver Island on request. 
TIME: Pacific Standard Time. 
HOLIDAYS: Union Contract. Usual holidays are New Year's Day, Easter 
Monday, Labour Day and Christmas Day. 
TELEPHONES: Ship's telephone available. No. 483-3326. 
SERVICES: Arranged by Powell River Shipping Services. 
STORING: No cargo or equipment to be lifted on or off ship except by 
mill crews. 
SHORE LEAVE: Permitted. 
IDENTIFICATION CARDS: Keep available for inspection. 
GARBAGE DISPOSAL: Not available. 
WASTE OIL DISPOSAL: Not available. 
SEAMAN’S CLUBS: None. 
CURRENCY: Canadian Dollar. 
AUTHORITY: MacMillan Bloedel Ltd., 6270 Yew Street, Powell River, 
British Columbia V8A 427. Tel: (604) 483-2884. Telex: 044755. 
FAX: (604) 483-2952. Contact: J.D. Hughes, Product Distribution 
Superintendent. 

Bill Alton, Port Captain, 5802 Marlatt Avenue, Powell River, B.C. 
Tel: (604) 483-9474. 


PRESCOTT, Ontario: 44.44 N. 75.31 W. (See Plan) 


For important General Information refer to “St. Lawrence Seaway”. 
DOCUMENTS: See “Montreal”. 

PILOTAGE: Arranged through Agents — Montreal. 

ANCHORAGE: Seaway Anchorage. 

MAX. SIZE: Up to 8.23 m. draft. 

HEALTH: See “Montreal”. 

RADIO: Seaway Stations. 

BERTHING: Ports Canada Facilities. 


Depth 
Berth Length alongside 
' (m.) (m.) 

Grain Unloading Berth 395.0 8.23 
Grain Loading Berth 283.4 8.23 
Shed Berth 441.9 8.23 
Salt Dock Berth at Shed 441.9 8.23 
Salt Dock Berth Up-stream Pier 189.0 8.23 


Grain Facilities: Elevator with capacity 154,000 tonnes, 11 spouts 

available. Loading capacity 2,180 tonnes/hour, depending on type of 

vessel and conditions. The elevator is leased to Goderich Elevators, 

P.O.Box 2119, Prescott, Ontario KOE 1TO. Tel: (613) 925-5995. 

Fax: (613) 925-5011. 

STEVEDORES: Stevedores arranged by Montreal Agents. 

MEDICAL: Nearest hospital located at Brockville (20 km.). Ambulance 

service available at Prescott. 

DENSITY: No tide — seaway density. 

FRESH WATER: Available. 

FUEL: Arranged with Montreal Agents. 

CONSULS: None. 

REPAIRS: Small repairs available. 

GANGWAY/DECK WATCHMEN: Not necessary. 

OPENING/CLOSING HATCHES: Ship's crew. 

CUSTOMS ALLOWANCES: Tobacco: No limit. Wine and/or Spirits: No 

limit. 

AIRPORT: Ottawa International Airport — 95 km. 

TIME: Eastern Standard Time GMT minus 5 hours. Daylight saving time 

from first week-end in April to last week-end in October, clocks advanced 

1 hour. 

HOLIDAYS: See “Montreal”. Work can be arranged on holidays. 

POLICE/AMBULANCE: Prescott — Police 925-4252; Ambulance 925- 

2925. 

le wide? Arrangements can be made to place telephones on 
ard. 

BANKS: Royal Bank of Canada, Toronto Dominion, Bank of Montreal. 

SHIP SUPPLY SERVICE: 

Canadian Coast Guard, Prescott Base, Transport Canada, Prescott, 
Ontario, KOE 1T0. Tel: (613) 925-2865. Two helicopters, several 
launches, medical services, 2 “medicboats”’. 

Orraids Limited, River Road East, Prescott, Ontario, KOE 1TO. 
Tel: (613) 925-4329. Marine equipment and supply. 

Port of Prescott, Ports Canada, Prescott, Ontario KOE 1TO. 
Tel: (613)925-4228. Anchorage for ships, small barge available for ship 
to shore crew member emergency, ambulance service 3 km. distance 
from port. 

Prescott Machine and Welding Inc., River Road East, Prescott, 
Ontario KOE 1TO. Tel: (613) 925-4277. Ship repairs. 

North Channel Marine, North Channel Road, Prescott, Ontario KOE 
1TO. Tel: (613) 925-2817. Tug service, marine contractors. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not required. 

GARBAGE DISPOSAL: Service not available. 

WASTE OIL DISPOSAL: Service not available. 

SEAMAN’S CLUBS: None. 

CURRENCY: Canadian Dollar. 

AUTHORITY: Ports Canada, P.O.Box 520, River Road East, Prescott, 
Ontario KOE 1TO. Tel: (613) 925-4228. FAX: (613) 925-5022. 
Contact: Mrs.C.Worth, Port Financial and Administrative Officer. 
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PRINCE RUPERT, B.C.: 54.19 N. 130.20 W. (See Plan) 


PORT LIMITS: Prince Rupert Harbour Limits are shown on Canadian 
Charts No. 3957 and 3958, and described in British Columbia Coast 
Sailing Directions (Vol. Il), published by the Canadian Hydrographic 
Service. Porpoise Harbour and Ridley Island are included within the 
Prince Rupert Harbour limits. 

Charter-party terms govern when laytime will commence and, as such 
there is generally no specific geographical point at which a vessel is 
considered to be an “arrived ship”. 

DOCUMENTS: If first Canadian port: 

General Declaration (A6) 5 copies. 

Cargo Declaration (A6A) (inward cargo) 5 copies. 

Crew List (IMM. 200) 3 copies. 

List of Ship's Stores (E.1) 3 copies. 

Personal Possession List (Crew Declaration Y.14) 3 copies. 

Maritime Declaration of Health (QS 2001) 3 copies. 

Calculation of stability for vessels loading bulk grain (82/0579). 

Warning to Ship Owners (Agriculture Canada) 2 copies. 
PILOTAGE: Compulsory. Telegraphic address: “Pilots Victoria”, Tel: 
(604) 627-3015. Telex: 047-89133. 48 hours’ notice required with 
confirmation of ETA Pilot Station at 24 hours and 12 hours. VHF 
Channels 17, 77 and 16. Pilot boat, “Pacific Pilot Four”, 20 m. vessel 
with red hull and yellow/orange house. Boarding station 1 mile radius 
from Triple Islands (Lat. 54° 18’ N., Long. 130° 53’ W.). Heavy weather 
— follow ee boat into sheltered waters when advised by Pilot. 
ANCHORAGES: Inside harbour limits — allocated by Harbour Master, 
Port of Prince Rupert. 

A: Grindstone Beacon (FI R) bearing 276°(T) x 8.8 cables, 

65 m. depth. Max. LOA 270 m. 
B: Grindstone Beacon (FI R) bearing 257°(T) x 13.9 cables, 
35 m. depth. Max. LOA 270 m. 


C: Grindstone Beacon (FI R) bearing 251°(T) x 19.0 cables, 
40 m. depth. Max. LOA 225 m. 

D: Grindstone Beacon (FI R) bearing 248°(T) x 24.2 cables, 
40 m. depth. Max. LOA 180 m. 

V: Seal Cove Beacon bearing 067° (T) x 12.5 cables, 40 m. depth. 
Max. LOA 170 m. 

E: Seal Cove Beacon bearing 128°(T) x 4.4 cables, 46 m. depth. 
Max. LOA 200 m. 

X: Greentop Beacon bearing 218°(T) x 15.2 cables, 57 m. depth. 
Max. LOA 240 m. 

Y: Greentop Beacon bearing 316°(T) x 19.5 cables, 68 m. depth. 
Max. LOA 300 m. 

Z: East Kinahan Is. Lt. bearing 281°(T) x 12.9 cables, 40 m. depth. 
Max. LOA 270 m. 

Note: Anchorage Z used as a standby anchorage with maximum 

waiting time of 6 hours. 


Additional anchorages area available outside harbour limits in 
the vicinity of Prescott Island. 
RESTRICTIONS: Nil on Prince Rupert Harbour. Porpoise Harbour, slack 
water and daylight, Max. LOA 187 m. Swept to 7.0 m. (23 ft.) at LW. 
MAX. SIZE: See “Berthing”. 
HEALTH: Master shall complete and furnish promptly to the Customs 


Inspector, 3 copies of the Declaration of Health in the prescribed form. 


Advance radio notification to a Quarantine Station applies only if a 
condition of health irregularity occurs onboard. 

Masters should acquaint themselves with Section 12 of the Quarantine 
Regulations. 
RADIO: Prince Rupert Coast Guard Radio ‘VAJ’ 500, 2182, 4125 and 
VHF Channel 16. 
VHF: Prince Rupert Vessel Traffic Services operate on VHF Channels 
11 and 71. Vessels should establish communications with “Prince 
Rupert Traffic” on VHF Channel 11 when 50 nautical miles West of the 
Queen Charlotte Islands. Vessels proceeding to Prince Rupert via 
Vancouver or Tofino Traffic Zones will be advised when to change 
frequencies to VHF Channel 11. Vessels at anchor within the Harbour 
Limits must also maintain a radio watch on Channels 16 and 71. 

Vessels wishing to communicate with the Port Authority shall call 
“Prince Rupert Traffic” on Channel 71. 
TUGS: Join vessel off berth. Not all tugs have lines. No extra charge if 
tug's line used. 
Mooring: Linesboat required at berths on Ridley Island. Linesmen 
available at all berths through ship's agent. 
BERTHING: DEEP SEA B RTHS: 
Fairview Terminal: (Forest Products, Mineral Concentrates, Grain By- 
products, ry Heavy Lifts and General). 


nefipuariay Ree Prince Rupert Port Corporation. 
Kengihe arent Las 642 m. 
BSpnierAs.. 0. ee 13.70 m. 
Open Area........ 21.5 hectares 
Covered Storage... 6,467 sq.m. 
Rail Siding ........ 2,850 m. 
ROR 4... oe 145.6 ton ramp 


Ocean Dock: (Passenger Vessels, Max. LOA 150m. and Max. 
displacement 5,000 tons). 


NOC. .< 4-0 3am. Prince Rupert Port Corporation. 
Length ico. Sian 151 m. 
Depth: 12920" Use 7.90 m. 
Open Area ........ 5,754 sq.m 


Cruise Ship Lightering Dock: 
Owner: Prince Rupert Port Corporation. 

This facility is located 380 m. N.E. of Ocean Dock. It consists of a 
concrete pontoon 30 m. in length connected to the shore by a 30 m. 
steel ramp. 

Designed to handle passengers from cruise vessels too large to berth 
at Ocean Dock. The facility can handle two 12 m. tenders at any state 
of tide. The length of the ramp allows easy access by passengers 
confined to wheelchairs even at low water. Total displacement alongside 
not to exceed 10 tonnes. 
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PRG No. 2 — Ridley Island: (Grain Elevator). 
Owner: Prince Rupert Grain Ltd. Tel: (604) 627-8777. 


Berth: TVNOsemnwe< srnnins> Dolphin 
ACID acs te adsense sis Berthing Dolphins 118 m. 
Mooring Dolphins 240 m. 
Mooring buoys have been positioned 
to take the head and stern lines 
of vessels over 240 m. LOA. Buoys 
are 300 m. apart. Max.LOA 285 m. 
oe A ee 14.5 m. 
Bollard Pull........ 100 tonnes 
Max. Berthing 
O80 iA TIMate 0.125 m./sec. (0.24 knots). 
Shiploaders: 


Three - Tower Mounted — Spaced 50 m. apart. Slewing Boom. 
Shipping Bins...... 8 at 750 tonnes (28,000 bu.) 


Conveyor Routes .. 2 at 2,000t.p.h. 
Elevator to Ship.... 600m. 
Shoreline to Ship... 200 m. 


RTI, Ridley Island.: (Coal). 
Owner: Ridley Terminals Inc. Tel: (604) 624-9511. 
Dolphin 


Eo a ee Berthing Dolphins 150 m. 
Mooring Dolphins 370 m. 
Max. ship size..... LOA 325 m. 
Breadth 50 m. 


Max. guaranteed draft 20 m. 
Boba a5)0%0 aisles « 75 and 100 tonnes. 
Shiploaders: 
2 x 4,500 t.p.h. capacity each. 
Quadrant type with elevating boom. 
Air draft on berthing — unlimited. 
Max. allowable working height 34 m. above LLW 
Outreach 43.0 m. 
Max. permissible combined hatch length 240 m. 
Storage capacity: 1.2 million tonnes. 
Stacker Reclaimer: 2 x 3,500 t.p.h. (average). 
Berthing/Unberthing: At Master's discretion. 
Max. berthing speed: 0.15 m./sec. (0.29 knots). 
Max. design impact: 15 cm./sec. 250,000 d.w.t. 80% laden. 
Tokyo Keiki approach velocity indicator is installed. 
Skeena Cellulose, Porpoise Harbour: (Woodpulp). 
Owner: Repap Enterprises (Montreal). 
Tel: (604) 628-3671. 


1 eee Seen ees 360 m. 

Dent vnseiignin ac. 10.6 m. 

= Se Daylight, slack water only. 
STEVEDORES: Gangs arranged through Agent. 


Main Commodities for Export and Loading Rates: 

Packaged Lumber — 40,000 to 90,000 fbm per gang hour". 

Logs — up to 20,000 scrib per gang hour". 

Pulp — 45 to 200 tonnes per gang hour’. 

Mineral Concentrate — up to 300 tonnes per hour. 

“Dependent on ship's gear. 
Non-working Days: 

Ridley Terminals Inc.: Christmas Day. 

All other berths: Labour Day, Christmas Day, New Years Day. 
MEDICAL: Hospital facilities available. 
DENSITY: Variable, 1013 to 1025. 
FRESH WATER: Available at all berths. 
FUEL: All major companies represented. Marine diesel oil available in 
limited quantities and supplied by truck or barge. Masters should radio 
fuel requirements in advance of arrival, and advise Prince Rupert Agent. 
REPAIRS: Minor repairs to hull, machinery and electronics can be 
effected locally. 
DRY DOCKS: Two small slipways for 150 ft. vessels. 
SURVEYORS: SGS Supervision Services Ltd., 940 Saskatoon Avenue, 
Prince Rupert, B.C. V8J 4J2. Tel. (604) 624-9745. 

Rupert Marine Surveyors Ltd., P.O.Box 75, Prince Rupert, B.C. 
V8J 3P4. Tel: (604) 624-6694. 

Overseas Merchandise Inspection Co. Ltd., 1434 Sloan Avenue, 
Prince Rupert, B.C. V8J 3X7. Tel: (604) 624-5105. 

Classification Societies are based in Vancouver and will attend a 
vessel in Prince Rupert upon request. 
GANGWAY/DECK WATCHMEN: Shore gangways available. Port 
Operating By-Law states that gangways shall be attended at all times 
by a watchman or other responsible person and clearly illuminated at 
night. 
OPENING/CLOSING HATCHES: This work is carried out by stevedores 
except for specially constructed hatches such as MacGregor. 
CERTIFICATES: Safety Construction, Safety Equipment, Derat, Safety 
Radio and Load Line. 

Certificate of inspection for chain or wire lashings if timber deck cargo 
to be loaded. 
CUSTOMS ALLOWANCES: Tobacco, 50 cigars and 200 cigarettes and 
2 Ib. of tobacco. Wine and Spirit, 1 bottle per officer, (40 oz.) and Beer 
288 oz. or 24 pts. 
CARGO GEAR: Cargo Gear Book to be ready for inspection. 
REPATRIATION: Crew changes and repatriation can be carried out with 
little difficulty. Connections for international flights are made at 
Vancouver. 
AIRPORT: Two major airlines (Air Canada and Canadian Airlines) offer 
regular jet services to Vancouver, B.C. Travelling time to airport about 
1 hour. 
TIME: Pacific Standard Time (GMT minus 8 hours). First Sunday in April 
to last Sunday in October is Summer Time, clocks advanced 1 hour. 
HOLIDAYS: New Year's Day (no work); Good Friday; Easter Monday; 
Queen's Birthday; Dominion Day; Labour Day (no work); Thanksgiving 
Day; Remembrance Day; Christmas Day and Boxing Day (no work). 


POLICE/AMBULANCE/FIRE: Tel: 911. 
EMERGENCY CO-ORDINATION: Within Port Limits call “Prince Rupert 
Traffic” on VHF Channel 71 or Tel: 627-3074. 
TELEPHONE: Placed on board if required. 
SERVICES: Compasses adjusted. No tank cleaning equipment or 
facilities for discharge of tank washings. Radios and electronic 
navigational aids may be serviced by local technicians. 
STORING: Stores are available without restrictions with handling 
equipment available. 
SHIP SUPPLY SERVICE: 
Tug Services: Minette Bay Ship Docking Ltd., 941-8th Avenue East, 
Prince Rupert, B.C. V8J 2N2. Tel: (604) 624-6273. 

RivTow Straits Ltd., P.O.Box 65, Prince Rupert, B.C. V8J 3P4. 
Tel: (604) 624-1331. 
Launch Services: Prince Rupert Water Taxi, P.O.Box 685, Prince 
Rupert, B.C. V8J 3S1. Tel: (604) 624-3337. 

Minette Bay Marine Services Ltd., (see “Tug Services’). 
Helicopter Services: Northern Mountain Helicopters, Terrace Airport, 
Terrace. Tel: 638-1955. 

Vancouver Island Helicopters Ltd., P.O.Box 115, Prince Rupert, B.C. 
V8J 3P4. Tel: (604) 624-2792. 
SHORE LEAVE: No restrictions. 
IDENTIFICATION CARDS: Not required. 
GARBAGE DISPOSAL: Not available. 
WASTE OIL DISPOSAL: Not available. 
SEAMAN’S CLUBS: None. 
CURRENCY: Local currency is Canadian Dollar. Most retail stores will 
accept Canadian and U.S. Dollars, but exchange rate of U.S. Dollars is 
usually unfavourable. Banks will provide best rates. Other foreign 
currency not accepted. 
REGULATIONS: Vessels anchored in the harbour must have engines 
on stand-by and second anchor ready for letting go if wind speed attains 
25 knots. 
GENERAL: Navigation Characteristics: Large, deep, natural harbour 
with least depth of 35 m. at the entrance. Easy access and well lit with 
year round, ice-free navigation. 
Charts: The Port of Prince Rupert and the approaches are covered by 
Canadian Charts 3955, 3957 and 3958 and B.A. charts. The Canadian 
Hydrographic Service is gradually replacing existing charts with metric 
versions. The first of these metric charts is 3955. Mariners should consult 
Canadian Notices to Mariners issued weekly for the publication dates 
of additional new charts. 
Tidal Information: Type: Mixed, mainly semi-diurnal. Mean Tide: Range 
4.9 m., HHW 6.1 m. LLW 1.2 m. Large Tide: Range 7.7 m., HHW 7.5 m., 
LLW —0.2 m. 
Customs and Immigration: Officers board on arrival. 
AUTHORITY: Prince Rupert Port Corporation, 110 Third Avenue West, 
Prince Rupert, B.C. V8J 1K8. Tel: (604) 627-7545, emergency after 
office hours (604) 627-3074. FAX: (604) 627-7101. Contact: Don Krusel, 
President and Chief Executive Officer. Captain Peter Turner, Manager 
- Operations. 


QUEBEC, P.Q.: 46.49 N. 71.12 W. 


DOCUMENTS: 

3 Crew Lists. 

3 Passenger Lists (cargo vessels). 

8 Passenger Lists (passenger vessels). 

3 Ship's Stores Lists. 

3 Crew Declarations. 

1 Maritime Declaration of Health. 

1 Complete Manifest of cargo to be discharged in all Canadian Ports. 

5 Manifest for local cargo. 

No bills of lading required to Local Authorities. 

PILOTAGE: Compulsory from Les Escoumins and upstream. On arrival 
at Anse-aux-Basques, a ship takes on board a Pilot of the Laurentian 
Pilotage Authority to bring the ship to Quebec. Pilotage and payment of 
dues are compulsory. Pilots board inbound vessels at Anse-aux- 
Basques. The Master of every ship inward bound in the Gulf of the St. 
Lawrence and destined for ports West of Anse-aux-Basques must report 
ETA to Pilots Montreal, via Marine Traffic Control on VHF radio Channel 
14 or by other means of communication to Seven Islands Radio Station, 
giving any information Control may require. 

Aminimum notice of 24 hours and 12 hours must be given to Montreal 
Pilot Station. This notice must be confirmed 6 hours prior to arrival at 
the Pilot station. 

Note: The 3 Pilot boats and pilot station keep watches on 156.45 MHz. 
(Channel 9) and have VHF facilities, which are only used for local 
Instructions from one to the other. 

Pilot boats in operation: Canada Pilot No. 9 and No. 10 (10 knots) 
and Abraham Martin (20 knots). Hull painted blue, white superstructure. 
Pilot-jack welded on stack — all-steel vessels. Equipment: Radar — echo 
sounder — radio VHF/all frequencies. A.M. — all frequencies — electric 
whistle — loud hailer — searchlight. 

Pilot station can either be raised by radiotelephone frequency 
156.8 MHz., by morse lamp — semaphore — by just blowing the code 
letter “G" consecutively or displaying code flag “G’. Exact location of 
pilot station Anse-aux-Basques, on North shore of St. Lawrence River. 
Lat. 48° 19.2'N., Long. 69° 24.9'W. Pilotage ground limits are 
rectangular distance of 2 miles from the station. In bad weather, pilot 
boats removed from station to more secure position and pilotage service 
held up until better conditions. Same procedure applies during severe 
'C@ conditions. Any changes regarding pilot boat service obtained 
through Marine Traffic Control. 


(See Plan) 


CANADA 


Vessels using pilot boarding stations within St. Lawrence River — 
Seaway -— Quebec Harbour — Lakehead, requested provide 
accommodation ladder. Landing platform of accommodation ladder 
should be 10 ft. above water. 

Vessels arriving Anse-aux-Basques without having previously stated 
ETA pilot station 24 hours and 12 hours in advance, or during such time 
as pilotage service held up for any reason, vessels normally proceed to 
anchorage off lle-aux-Basques on Southern side of river, where good 
anchorage ground can be found. Further instructions will be given to 
Vessel by Marine Traffic Control or pilot station on VHF or 156.55 MHz. 
ANCHORAGE: Due to submarine cables and other submarine 
installations, anchoring in the harbour is prohibited without permission 
of the Harbour Master. Permission for anchoring is to be obtained 
through Marine Traffic Control Centre. The official anchorage area 
extends Southwestward from the fixed blue light on Queen's Wharf 
Lat. 46° 48’ 34” N., Long. 71° 12’ 12” W. 

RESTRICTIONS: North Traverse — Depth of water in 11 mile dredged 
channel is 40 ft. at low tide to which depth add height of tide which, at 
times, may give up to 20 ft. maximum extra. 

MAX. SIZE: No limit in length and breadth. Draft limited to 47 ft. Winter 
and 51 ft. in Summer. 


HEALTH: Radio Pratique obtained through Seven Islands by wireless. 
In case of reported suspected disease instructions will be given by 
wireless. When Pratique granted, vessel automatically cleared for all 
Canadian Ports. 

RADIO: Seven Islands: Call sign VCK. Quebec: Call sign VCC, VHF 
Channel 16. 

RADAR/VHF: A marine traffic regulating system is in effect in the 
approaches to and in the Port of Quebec. The St. Lawrence River Vessel 
Traffic System (V.T.S.) extends from due South of Sept-lles to the upper 
limits of Montreal Harbour. All vessels over 100 gross tons and more 
than 20 m. in length are required to be fitted with VHF radiotelephone 
equipment and maintain a continuous seep watch on designated 
frequencies which are manned at all times at Control Centres located 
at Les Escoumins 156.45 (Channel 9), Quebec 156.55 (Channel 11) 
and Montreal 156.5 (Channel 10) and intended exclusively for marine 
traffic safety information and traffic regulatory control messages. The 
Master of a vessel must obtain clearance from the alr regulating 
Centre before entering waters under the Marine Traffic Regulating 
jurisdiction. A complete description of the system is available from the 
Port of Quebec Harbour Master. 

For vessels not provided with VHF equipment, portable VHF sets will 
be taken on board by Pilot. Rental charge for this service. Vessels 
approaching meridian of Longitude passing through Sept-lles from 
Eastwards should call Channel Quebec on 156.7 (Channel 14) for further 
instructions. 

TUGS: Tugs join vessels in stream and use ship's lines. 

4 tugs available, each equipped with radio-telephone. Two tugs of 
4,200 h.p.; one tug of 1,200 h.p. and one tug of 7,200 h.p. 
STEVEDORES: Dead-line for orders: 1100 — 1600 — 2200 hrs. for 
periods starting 0800 — 1300 — 1900hrs.; 1 hour required before 
deadline to order gangs. 

CRANES: 100 mobile cranes up to 440 tonnes capacity. 
MEDICAL: No advance notice required for medical attention. Hospital 
facilities available. 


BERTHING: 
Depth Operator/ 
Berth Length atLW Owner Remarks 
No. — (m.) (m.) 
Vieux-Port 
4 240.0 3.8/5.4 Port of Quebec Corp. Light repairs 
— wintering 
ie 180.0 5.1/6.6 Port of Quebec Corp. Light repairs 
— wintering 
14 178.0 6.2 Port of Quebec Corp. Port services 
17 210.0 7.5 Port of Quebec Corp. Coast Guard 
18 240.8 11.0 Port of Quebec Corp. Grain unloading 
19 192.0 8.0 Port of Quebec Corp. Waiting 
20 342.0 7.5 Port of Quebec Corp. Light repairs 
— wintering 
21 206.0 11.7. Port of Quebec Corp. Visiting ships 
22 325.0 10.7. Port of Quebec Corp. Passenger vessels 
24 167.6 10.0 Port of Quebec Corp. Not in use 
25 222.5 10.7 Port of Quebec Corp. General cargo 
26 240.8 11.0 Port of Quebec Corp. General cargo 
27 293.2 12.2 Port of Quebec Corp. Ro/Ro 
28 277.4 11.9 Port of Quebec Corp. Grain loading 
29 304.8 11.3. Port of Quebec Corp. Grain unloading 
30 224.0 10.0 Port of Quebec Corp. General cargo 
31 224.0 8.0 Port of Quebec Corp. General cargo 
46 210.0 6.7  Daishowa Forest products 
47 205.0 6.7 Daishowa Forest products 
Beauport 
50 235.0 11.9 Port of Quebec Corp. Liquid and solid bulk 
51 235.0 12.2 Port of Quebec Corp. Solid bulk 
oe 260.0 12.2 Port of Quebec Corp. Solid and liquid bulk 
53 325.0 15.2 Port of Quebec Corp. Solid and liquid bulk 
Anse au Foulon 
101 198.1 11.3. Port of Quebec Corp. General cargo 
102 134.1 11.3. Port of Quebec Corp. General cargo 
103. 210.9 11.3. Port of Quebec Corp. General cargo 
104 210.9 11.3. Port of Quebec Corp. General cargo 
105 195.4 11.3. Port of Quebec Corp. General cargo 
106 195.4 11.3. Port of Quebec Corp. General cargo 
Oe me hear 11.3. Port of Quebec Corp. Liquid and solid bulk 
108 180.1 11.3. Port of Quebec Corp. Liquid and solid bulk 
109 22.0 5.8 Petroles Irving Inc. Petroleum products 
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Depth Operator/ 

Berth Length atLW Owner Remarks 

No.  (m.) (m.) 
South Shore 

70 152.2 8.2  M.I.L. Davie Inc. Lay-by berth 

71 121.9 7.6 M.I.L. Davie Inc. Lay-by berth 

72 106.6 7.0 M.I.L. Davie Inc. Out-fitting wharf 

73 259.8 9.14 M.I.L. Davie Inc. Out-fitting wharf 

74 141.4 4.8 M.I.L. Davie Inc. Out-fitting wharf 

75 168.8 6.0 M.I.L. Davie Inc. Floating dry dock 
76 182.8 7.6  M.I.L. Davie Inc. Lay-by berth 

ras 169.7 5.7. M.1.L. Davie Inc. Lay-by berth 

78 168.2 5.0 M.I.L. Davie Inc. Lay-by berth 

79 121.9 40 M..L. Davie Inc. Lay-by berth 

80 91.4 — Le Groupe Small boats building 

Equimer Enr. and repairs 
81 220.0 10.0 Port of Quebec Corp. Lay-by berth 
86 295.0 10.6 Ultramar Canada Loading Petroleum 
products 
87 335.0 16.7. Ultramar Canada Unloading crude oil — 


150,000 d.w.t. and 
more. 
TANKERS: No slop discharge facilities available. Eight tanker berths 
on public and private wharves. Depths from 5.8m. to 16.7m. See 
“Berthing”. 
FRESH WATER: Available to all berths, provided directly from the 
Corporation’s hydrants and hoses to vessels. Rate: St. Charles River 
piers, 30 t.p.h. Anse-aux-Foulons 30t.p.h. with 1 line, and 2 lines 
60 t.p.h. 
DRY DOCKS: Department of Public Works located within M.1.L. Davie 
Inc., P.O. Box 130, Levis, Quebec. “Champlain”, length 350.5 m., width 
at gate entrance 36.6 m. “Lorne” 190.2 m. long, 22.4 m. floor width, 
18.7 m. entrance breadth at high water and 7.8 m. depth on sill at high 
water. Floating dry dock 182.8 m. x 30.5 m. Also 3 outdoor berths and 
1 covered berth. 


DENSITY: Fresh water. 

FUEL: Available at any berth by truck. 

FIRE PRECAUTIONS: Only usual precautions; towing wire hanging 
overboard. 


CONSULS: 
Finland: 801 Chemin St. Louis, No. 200, 
Quebec, Quebec G1S 1C1 Tel: 683-3000 
France: 1110 Ave des Laurentides, 
Quebec, Quebec G1S 3C3 Tel: 688-0430 
Italy: 376, 82 Rue Ouest, 
Charlesbourg, Quebec G1G 5L9 Tel: 627-1987 
Netherlands: 10 rue St-Anne, 
Quebec, Quebec G1R 3X1 Tel: 692-2175 
Norway: 2 Nouvelle-France, 
Anse au Foulon, Quebec, Quebec G1K 7A2 Tel: 525-8171 
Switzerland: 3293, 1 iere Avenue, 
Quebec, Quebec GiL 3R2 Tel: 623-9864 
United States of America: 2 Place Terrasse-Dufferin, 
P.O.Box 939, Quebec, Quebec G1R 4T9 Tel: 692-2095 
All other consuls located in Montreal and send representatives to 
Quebec on request. 


REPAIRS: Repairs of all types can be obtained. 

BULK HANDLING FACILITIES: Grain Elevators (See Table below): 
1. Bunge — Storage capacity: 225,000 metric tons, served by CN 
Railways. 

2. Terminal Sillery — Storage capacity: 76,000 metric tons, served by 
CN and CP Railways. 

A marine terminal facility on Piers 52 and 53 which include 4 bridge 
towers with a loading capacity of 3,100 t.p.h. A new 1,000 m. conveyor 
system provides repid stockpiling and recovery of bulk cargoes, while 
allowing direct ship to ship transfers.Liquid storage facilities of 
200,000 cu.m. for any liquid products serviced by 10 in. marine pipelines 
and a 8 in. loading rack. 

Storage facilities: 60,000 sq.m. of shed space (6 sheds), including 3 
insulated and heated buildings. 


Bulk Handling Facilities 
Loading Berths (Grain) 


Number Length Depth Number Total hourly Number of 
of Berth of of of capacity travelling 
Elevator berths No. berth water belts (metric tons) loaders 
Bunge 1 28 277.4m 11.9m 3 3,000-3,600 3 
Unloading Berths 
Max. hourly 
Number Length Depth Number capacity of Total max. 
of Berth of of of each leg capacity 
Elevator berths No. berth water legs (metric tons) (metric tons) 
Bunge 1 18 240.8 m 11.0 m. 2 ,200 2,400 
Bunge 1 29 304.8 m 11.3 m. Self-unloading 2,500 2,500 
Gagnon & Boucher 1 107 173.1 m 11.3 m. Self-unloading 600 
SURVEYORS: POLICE/AMBULANCE/FIRE: Police (Harbour) Tel: 648-3645, 


Classification Societies: 

Lloyd's Register of Shipping, P.O.Box 248, Levis, Quebec G6V 6N8. 
Tel: 837-5763. 

American Bureau of Shipping, 276 St. Jacques W., No. 820, Montreal, 
Quebec H2Y 1N3. Tel: (514) 344-3029. 

Bureau Veritas, 360 rue St-Jacques, Suite 1206, Montreal, Quebec 
H2Y 1P5. Tel: (514) 288-6515. Telex: 05-24691. 

Det Norske Veritas, Gall Communications Inc., 2228 rue St-Antoine 
Ouest, Montreal, Quebec H3J 1A7. Tel: (514) 937-5363. 

Cargo Surveyors: 

Services de Surveillance SGS Inc., P.O.Box 1606, Quebec, Quebec 
G1K 7J8. Tel: 661-6624. Telex: 051-3321. 
GANGWAY/DECK WATCHMEN: Watchmen at 
necessary, but could be obtained. 
OPENING/CLOSING HATCHES: MacGregor hatches must be opened 
by crew. All other cases recommended to be done by crew also, but 
stevedores would also under conditions specified in stevedoring 
contract. 

CERTIFICATES: Load Line, Safety Equipment, Construction, Radio, 
Passengers, Cargo Gear, Derat. 

CUSTOMS ALLOWANCES: Tobacco, 8 oz. tobacco for 8 days, 
cigarettes: 1 carton per 8 days. Wine and/or Spirits, 40 oz. only. Officers 
and Masters will have additional supply for entertainment daily on 
request to Customs. 
REPATRIATION: All 
repatriation. 
AIRPORT: 20 km. from port, served by regular airlines. 

TIME: Eastern Standard Time GMT minus 5 hours. Daylight saving time 
mn first week-end April to last week-end October, clocks advanced 
1 hour. 

TELEPHONES: No existing facilities for placing telephone on board. 
Telephone Numbers: 


gangway not 


facilities for effecting crew changes and 


Port Warden, Captain Serge Theoret Tel: 692-1306 
Quarantine: Health and Welfare Tel: (613) 957-0323 (24 hours) 
Manpower and Immigration Tel: 648-3625 
Transport Canada — Marine Services: 
Regional Director: Pierre F. Boisvert Tel: 648-4158 
Aids to Navigation: Jacques Champagne Tel: 648-3574 
Harbours and Property: Denis Galarneau Tel: 648-4101 
Marine Traffic Regulations: R. Lamalice Tel: 648-7459 
Steamship Inspector Service Tel: 648-3234 
Laurentian Pilotage Authority: Tel: 648-3353 
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City Tel: 691-6911, RCMP Tel: 648-3733. Ambulance Tel: 522-1515. 
Fire Tel: 648-6441. 
HOLIDAYS: Longshoremen Official Holidays: New Year's Day; Good 
Friday; Victoria Day (8rd Monday in May); Saint Jean Baptiste (June 
24th); Confederation (July 1st); Labour Day (first Monday of September); 
Thanksgiving Day (beginning of October); Armistice Day (November 
11th); Christmas Day. Cargo can be loaded or unloaded during each 
holiday except Labour Day and Saint Jean Baptiste Day. 

If a holiday falls on a Saturday or a Sunday, the following Monday 
shall be deemed as a Holiday. 
SERVICE: Any services needed. 
BANKS: 

Bank of Montreal, 800 Place d’Youville, Quebec, Quebec G1R 3P4. 
Tel: 525-3774. Telex: 051-2241. 

Bank of Nova Scotia, P.O.Box 444, Quebec, Quebec G1K 7R9. 
Tel: 522-1571. Telex: 051-3713. 

Banque Nationale de Paris (Canada), 500 Grande-Allee E. — P.O.Box 
579, Quebec, Quebec G1R 4R8. Tel: 647-3858. Telex: 051-3947. 

Canadian Imperial Bank of Commerce, 650 boul. St-Cyrille E.., 
Quebec, Quebec G1R 4V7. Tel: 529-2101. Telex: 051-2344. 

Federal Development Bank, 871 chemin St-Louis, Quebec, Quebec 
G1S 1C1. Tel: 648-3972. Telex: 051-3356. 

Lloyd’s Bank, 2795 Boul. Laurier, C.P. 10550, Ste. Foy, Quebec G1V 
4N4. Tel: 656-6941. Telex: 051-31522. 

National Bank of Canada, 150 boul. St-Cyrille E. — 18th Floor, Quebec, 
Quebec G1R 2B2. Tel: 647-6100. Telex: 051-3946. 

Royal Bank, 700 Place d’Youville, Quebec, Quebec G1K 7S8. 
Tel: 648-6800. Telex: 051-2294. 

Toronto-Dominion Bank, 1150 Claire-Fontaine, Quebec, Quebec G1R 
5G4. Tel: 522-5684. Telex: 051-3573. 
SHORE LEAVE: No restrictions. 
AUTHORITY: Port of Quebec Corporation, 150 Dalhousie Street, 
P.O.Box 2268, Quebec, Quebec G1K 7P7, Canada. Tel: (418) 648- 
3640. FAX: (418) 648-4160. Contact: Ross Gaudreault, President and 
Chief Executive Officer. Alexis Segal, Director of Commercial Affairs 
and Development. 


RIMOUSKI, Quebec: 48.29 N. 68.31 W. 


DOCUMENTS: See “Quebec”. Rimouski is a port of entry with Customs 

and Immigration Officers stationed at the port. It is also a quarantine 
b-station. 

APPROACHES: Rimouski is approached through a dredged channel 

with depth 5.2 m. (lowest tide). 

PILOTAGE: Not compulsory but available. Pilots board at entrance to 


rbour. 
ANCHORAGES: Vessels anchor in the roads or near the East end of 
Barnaby Island. 
RESTRICTIONS: Navigation Season: The harbour is open year round, 
but occasionally assistance of ice-breakers may be required. 
HEALTH: Radio Pratique available. 
RADIO: Mont — Joli (VCF). 
TUGS: Available but not necessary. 
BERTHING: There are 2 wharves, operated by Transport Canada. 

Section Length Depth 

(m.) 
213 7:3 
190 7.3 
125 7.3 
150 7.3 
150 7.3 
CRANES: Mobile cranes from 7 — 100 tons available. 
STEVEDORES: Working Hours: Monday to Friday 0800 hrs. — 1700 hrs. 
Sunday and holiday work possible with advance notice. 
MEDICAL: Hospital in Rimouski. 
DENSITY: 1025. 
FRESH WATER: Available ex-wharf. 
FUEL: Bunker “C” and diesel available. 
REPAIRS: Minor repairs only. 
DRY DOCKS: Nearest dry dock located at Les Mechins (70 miles East 
of Rimouski). 
AIRPORT: Rimouski Airport. 
TIME: GMT minus 5 hours in Winter. GMT minus 4 hours in Summer 
(first Saturday in April till last Saturday in October). 
HOLIDAYS: New Year's Day, Good Friday, Easter Monday, 
Queen's Day (4th Monday of May), June 24th, Dominion Day (July 1st), 
Labour Day (1st Monday of September), Thanksgiving (2nd Monday of 
October), Remembrance Day (November 11th) and Christmas 
(December 25th and 26th). 
BANKS: Bank Canadian National, 186 Ave. de la Cathedrale, Rimouski, 
G5L 5H9. 
GENERAL: Chart: Canadian Chart No. 1236. 
AUTHORITY: Transport Canada, Garde Cotiere Canadienne, Harbours 
and Ports Division, 104 Dalhousie Street, Quebec, Que G1K 4B8. 
Tel: (418) 648-3680. FAX: (418) 648-7980. 

Jacques St. Laurent, Harbour Master, Rimouski. Te/: (418) 723-6563, 
724-5734, 723-9025, or 735-2623. 


ST. ANDREWS (Bayside), New Brunswick: 
45.10 N. 67.08 W. 


DOCUMENTS: 

Clearance from Last Port. 

3 copies of Crew List. 
Crew's Effects List. 
Stores List. 
4 copies of Customs Entrance A-6 and 2 copies Manifests. 

Current Safety Radio Certificate. 

Safety Construction Certificate. 

Safety Equipment Certificate. 

Load Line Certificate. 

Derat Certificate. 
PILOTAGE: Not compulsory but strongly recommended. Pilot boards 
off East Quoddy Head, Campobello Island. Notice required 24 hours. 
The hee is a retired fisherman and he only gives advice on tide and 
weather. 
ANCHORAGES: Areas are available a few hundred metres off of the 
wharf face, 3 miles from the Wharf just East of St. Andrews and in the 
vicinity of Campobello Island. All of the locations have over 70 ft. of 
water and good bottom. Those in the vicinity of Campobello can be 
reached by radio direction from the Pilot if shelter is needed and the 
Pilot cannot board. 
RESTRICTIONS: None have been imposed but daylight berthing and 
departures are recommended. 
HEALTH: Send advice to Saint John, New Brunswick at least 24 hours 
before arrival. 
RADIO: Yarmouth, Nova Scotia. 
VHF: Bay of Fundy, Traffic Control Channel 14 (Tel: 506-636-4696); 
Pilot, Channel 11 (Tel: 506-752-2283). Port Stevedores and line crews, 
Channel 10 (Tel: 506-529-8866. Telex: 014 47321). 
BERTHING: Bayside Marine Terminal: The whart is located in position 
7 cio 09' 35” N., Long. 67° 08’ 30” W. The wharf is in the form of an 

shape. 

The outer face has a length of 792 ft. and draft at LWOST of 34 ft. 
The inner face has a length of 260 ft. and draft of 25 ft. Mean tidal range 
at berth is 26 ft. The ebb tide and river flow set onto the wharf, the flood 
tides sets off the pier. 

The distance from the pilot station to the pier is 21 miles, with a 
minimum draft of 45 ft. There are navigation lights in the channel and 
the pier is well lit. 

CRANES: Shore cranes are available in the 25 to 35 ton range. 
SPECIAL CARGO HANDLING FACILITIES: Conveyors are available 
to load bagged cargoes (i.e. potatoes). This equipment requires ship's 
crew to be very diligent in tending lines. 

There is a combination freezer and cool storage at the terminal. Total 
Capacity of 5,000 tonnes. 


(m.) 


OLwn— 


(See Plan) 
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MEDICAL: Doctor and hospital available. 

DENSITY: 1017 (varies with tide). 

STEVEDORES: Normal working hours are 12 to 16 hours per day 
(varying by commodity), 7 days per week. Cargoes handled regularly 
are cartoned frozen fish, butter, meats, lumber, potatoes, unitised pulp, 
frozen orange juice concentrate in drums as well as fresh citrus. 
Transhipping is also done at the pier both across the pier and directly 
from ship to ship. 

FRESH WATER: Available. 

FUEL: MDO and IFO are available. Delivery is by truck. 
SURVEYORS: Located in Saint John. 

GANGWAY/DECK WATCHMEN: Ship's crew. Ship's gangway used. 
Fixed accommodation ladders are only usable at or near high tide. 
OPENING/CLOSING HATCHES: Normally carried out by crew. 
CUSTOMS ALLOWANCES: Tobacco each man 200 cigarettes per 
week. Alcohol each man 40 oz. of wine or spirits per week. 
AIRPORT: Nearest commercial airport at Saint John, New Brunswick, 
(45 miles), but a small public airstrip is located in St. Stephen, New 
Brunswick (16 miles). 

TIME: GMT minus 4 hours. First Sunday in April clocks advanced 1 hour 
and last Sunday in October clocks retarded 1 hour. 

HOLIDAYS: New Year's Day; Easter Sunday; Thanksgiving Day; 
Christmas Day. 

SHORE LEAVE: No restrictions. 

GARBAGE DISPOSAL: Service is possible but must be done under 
the supervision of Canadian Agriculture officials. Cost is approximately 
Canadian $100.00 per service. 

WASTE OIL DISPOSAL: Contact 
Tel: (902) 895-6346. Fax: (902) 895-6349. 
SEAMAN’S CLUBS: None. 
CURRENCY: Canadian Dollar. 
GENERAL: 

Services: Fresh provisions, ship's laundry service. Full chandlery locally 
available. Pre-arrival advice recommended (48 hours if possible) 
Tel./Fax: (506) 466-4259. 

Chart: Use U.S. Chart (Calais to West Quoddy Head) No. 13398 for the 
pilot station to the pier and Canadian Chart No. 4011 for the entrance 
to Bay of Fundy and traffic control areas. 

AUTHORITY: Transport Canada, Harbours and Ports, Champlain 
Industrial Park, Bayside, (P.O.Box 51), St. Andrews, New Brunswick 
EOG 2X0. Tel: (506) 529-5079 (office), (506) 529-3429 (Residence). 
FAX: (506) 529-4960. Contact: Milton Cross, Harbour Master. 


Inland Re-Refining Ltd. 


ST. CATHARINES, Ontario: 43.10 N. 79.16 W. 


Refer to “St. Lawrence Seaway” for important general information. 
DOCUMENTS: See “Montreal”. 
PILOTAGE: Commences in lower St. Lawrence River and is continuous 
from district throughout Great Lakes. See “Quebec”. 
papa pr nia Good anchorage areas at both ends of the Welland 
‘anal. 
MAX. SIZE: Max. size of vessel permitted in Welland Canal is LOA 
730 ft. (222.51 m.), beam 76 ft. (23.16 m.), draft 26 ft. (7.92 m.). 
HEALTH: Pratique granted at Quebec City for incoming vessels from 
foreign ports. 
RADIO: Toronto Radio (VBG), Buffalo Radio (WBL). 
TUGS: ide may be obtained from Port Weller Dry Docks Ltd. 
BERTHING: 
Port Weller Harbour East, Wharf No. 1: 


Type — Various and Sundry Partial Cargoes 
Equipment — Self Unioaders or Rented Cranes 

Length — 638 ft. (194.5 m.) 

Depth — 27 ft. (8.23 m.) 

Operator — McKeil Marine Limited, 208 Hillyard Street, 


Hamilton, Ontario L8L 6B6. 
Port Weller Harbour West Wharf No. 2: 
Type — Coal, Sand, Zircon Ore, Bulk Sugar 


Equipment — Self Unloaders only 
Length — 1,288 ft. (392.6 m.) 
Depth — 27 ft. (8.23 m.) 
Storage 
Capacity — 76,500 tons. 
Operator — Seaway Terminals, Hamilton, Ontario 


Fourum Transport Ltd. 
St. Catharines Wharf, Wharf No. 3 (Homer Dock): 

No longer in commercial use. 

Length — 330 ft. (100.6 m.) 

Depth — 25 ft. (7.62 m.) 

Abreast of Wharf No. 3 is a turning basin with a depth of 7.62 m. 

(25 ft.) for ships of 106.68 m. (350 ft.) in length. 
BRIDGES: Vessels are instructed by Traffic control on the transit of the 
Canal. Generally no delay for bridges. 
MEDICAL: Medical and hospital facilities are available. 
TANKERS: No facilities. 
DENSITY: Fresh water. 
FRESH WATER: None available except in emergency by tank wagon. 
FUEL: Not available. 
CONSULS: No consuls. 
REPAIRS: Deck and engine repairs are possible at Port Weller. 
DRY DOCKS: Situated at Port Weller able to accommodate vessels, 
LOA 730 ft. 
SURVEYORS: ABS and Lloyd's at Toronto. Senior Steamship Inspector, 
Mr. J. Aspin. 
GANGWAY/DECK WATCHMEN: At discretion of the Master. 
CUSTOMS ALLOWANCES: See “Montreal”. 
AIRPORT: International Airport at Toronto, 75 miles away. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


OPENING/CLOSING HATCHES: Normally done by crew. 
REPATRIATION: Crew changes and repatriation can be carried out. 
AIRPORT: Nearest airport is Seven Islands about 40 miles by road. 
Services to Quebec City and Montreal, 4 flights daily. 

TIME: Port Cartier is located in the Eastern Standard Time Zone (GMT 
minus 5 hours). Daylight Saving Time (GMT minus 4 hours) is observed 
from first Sunday in April to last Sunday in October. 

HOLIDAYS: See “General”. 

CUSTOMS ALLOWANCES: Canadian Customs Regulations allow 
each crew member to have in his possession for his personal 
consumption 200 cigarettes, 50 cigars, 2 Ib. pipe tobacco and 40 oz. of 
spirits. All quantities must be declared on Crew Declaration Form Y-14 
along with all personal effects such as radios, cameras, tape recorders, 
binoculars, souvenirs, etc., plus serial numbers of these items. 

N.B.: Masters of vessels are advised that tobacco items and spirits in 
excess of these amounts in possession of crew members should be 
collected and placed in bonded stores prior to the vessel's arrival in 
order to speed up the clearance of the vessel. 

Canadian seamen returning from voyages to American or other 
foreign ports are permitted $100 value of duty free merchandise every 
quarter for periods outside Canada of over 48 hours and $300 once a 
fos for periods outside Canada of 7 days. 

LICE/AMBULANCE/FIRE: Police Tel: 766 2233. Ambulance/Fire 
Tel: (418) 768-2323. 
TELEPHONES: No direct connections to vessels. Available on berths. 
POLLUTION: The discharge of oil and garbage into the waters of 
Canada is prohibited by strictly enforced regulations which provide 
heavy penalties on summary conviction. Every precaution must be taken 
to prevent escape of oil from a vessel, but should such an escape occur, 
the regulations require that vessel immediately report it to the nearest 
Canadian Coastguard Officer or to the Chairman, Board of Steamship 
inspection, Ministry of Transport, Ottawa. 
SERVICES: Electronic repair services to navigational equipment. 
Should be requested in advance. 
SHORE LEAVE: All ships arriving from a foreign port will be boarded 
by Customs and Immigration Officers. Ship's personnel are not allowed 
ashore until permission is granted by these Officers, nor shall crew 
members joining a vessel board without Customs permission. 
IDENTIFICATION CARDS: Not necessary. 
GARBAGE DISPOSAL: Not available. 
WASTE OIL DISPOSAL: Not available. 
ears ag Occasionally Easterly weather conditions may delay vessels 

rthing. 
GENERAL: Vessels which have completed discharging of grain and are 
to load iron ore should have ratguards fitted to all mooring lines at all 
times. 
Ore Concentrate and Pellet Vessels: 

|. Advising Arrival: (See also “Arrival Advice”) 1. Each vessel 
operator or its principal shall notify Quebec Cartier Mining at least 
2 weeks prior to the expected arrival of each vessel at Port Cartier and 
Quebec Cartier Mining Company shall forthwith advise such vessel 
operator or principal whether it can accept the vessel at such time. An 
allowance of 3 days preceding and 3 days subsequent to the date so 
fixed will be made for the actual arrival of each vessel. If the vessel's 
actual arrival is not within such 3 day period preceding or subsequent 
to the date fixed for its arrival, Quebec Cartier Mining Company may fix 
another arrival date for such vessel that will not interfere with other 
scheduled loading. Quebec Cartier Mining Company shall be kept fully 
advised of all vessel nominations, substitutions, cancellations, delays, 
sailing dates at Port Cartier of all vessels designated to accept delivery 
of ore at this Port. 

2. The submission of a Notice of Readiness by the vessel will 
constitute acceptance of all terms and conditions of this Advice to 
Vessels by the vessel, its Managers, Agents, Master, Operator and or 
Charterer. 

Il. Loading Conditions: Ships will be loaded in regular turn of vessel's 
arrival off Port Cartier provided they present with hatches open and do 
not have ballast pumping time which will exceed minimum loading time. 
The 1 shiploader has a rated capacity of 9,000 tonnes/p.h. for 
concentrate and 7,200 tonnes/p.h. for pellets. A vessel which has 
berthed at the loading dock and is found to have a deballasting rate 
time which in the opinion of the Port Authority will not permit loading at 
maximum rate, may be ordered off the dock and moved to the standby 
berth or to anchorage until it is in a condition to accept its cargo at 
maximum loading speed. 

The vessel will then be returned to the ore loading berth in turn, 
following re-submission of Notice of Readiness. All moves to be at 
vessel's expense. Quebec Cartier Mining Co., Port Authority will be final 
arbitrator in case of dispute. 

Ill. Loading Minimum and Vessel Specifications: Each vessel 
designated to accept delivery of ore at Port Cartier, must conform in 
construction to the following specifications and conditions: 

1. Not less than 4 ore hatches of at least 18 ft. square, except Great 
Lake Bulk Carriers where the minimum width of hatches shall be 9 ft., 
to accept ore cargo direct from loading tower at Port Cartier. 

2. All vessels nominated must be suitable for the loading and the 
transportation of concentrates or pellets and capable of taking the entire 
cargo to be loaded in the lower holds without “peak-up” above the tween 
deck levels. The vessel shall load and stow cargo in accordance with 
the Canada Shipping Act and Regulations. 

3. Hatch opening sufficiently clear of obstruction on deck to permit 
free and direct contact with loading tower. 

4. Vessels may be loaded to a draft of 54 ft. if tides permit them to 
sail while maintaining a safe under keel clearance (at least 3 ft.) on a 
rising tide. 

If a vessel requests to wait for a following higher tide in order to lift 
more cargo, and the Port Authority agrees, then this additional time is 
not to count and, if required by the current operational condition of the 
Port shifting is necessary, all additional shifting fees will be for the 
account of the vessel. 
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5. Maximum Allowable Dimensions: Maximum allowable dimensions 
of vessels at the ore berth. 

LOA 995 ft. 

Beam 174 ft. Moulded depth 92 ft. (to top of hatch cover). 

Air draft under loader: 

MHW 42 ft. water line to top of hatch covers. 

MLW 52 ft. water line to top of hatch covers. 
Draft of Vessel Loaded: 

Draft at MLW 48 ft. loaded. 

Draft at MHW 54 ft. loaded. 

IV. Special Regulations: 1. Any vessel which discharges a cargo of 
grain and is to load a cargo of iron ore will be considered in turn for 
loading only after the vessel has completed discharging grain and is in 
all respects clean and ready to receive iron ore. 

2. Loading plan should be available as soon as possible after arrival 
and must be presented to the ore loading foreman, in metric tons, on 
arrival at the berth. 

3. All shipboard work necessary for docking and loading, including 
but not limited to line handling and tending, opening and closing hatches, 
and normal deck cleanup, shall be done by the vessel's crew. 

4. Any Owner or Charterer with more than 1 vessel waiting turn to 
load may interchange his vessels, provided they are of comparable 
capacity (deadweight). Any interchange of turn must be arranged with 
and have the approval of Quebec Cartier Mining Company. 

5. All weights shown on the Bill of Lading and/or Manifest will be the 
same as recorded on the weighing facilities of Quebec Cartier Mining 
Company. 

6. The Port will be in operation 24 hours a day, 7 days a week; 
however, ore vessels will not be loaded on New Year's Day (January 
1st), and on Christmas Day (December 25th), nor will they be loaded 
from 0800 hrs. Sunday to 1600 hrs. Sunday, nor during the same period 
on the following holidays: Good Friday; St. Jean Baptiste Day — June 
24th; Dominion Day — July 1st; second Monday of July; first Monday of 
August; Labour Day — first Monday of September; Thanksgiving - 
second Monday of October; Boxing Day — December 26th. 

7. Arrangements have been made so that leading operations will 
commence as soon as possible after the vessel's arrival at the loading 
berth. 

8. Vessels usually dock port side to at Ore Berth. 

V. General Instructions in Preparing Vessels’ Holds to Accept Iron 
Ore Concentrate: Quebec Cartier's iron ore is a type of iron ore 
concentrate which weighs on the average 192 Ib. per cu.ft., and stows 
at approximately 12/13 cu.ft. per gross ton. 

The iron ore contains an average moisture content from 2.5% to 3.5%, 
and could sometimes in the Summer Season be shipped at as high as 
5%. The character of this ore is self draining. It will retain moisture up 
to about 2.5%, but all moisture over and above this will drain on 
compaction of the material, and also, if the ore is left for long periods in 
stock-pile or in the hold of a vessel, this drainage of moisture will 
sometimes leave a considerable quantity of water in the hold of the 
vessel, and could cause some inconvenience when discharging the 
cargo. For this reason all bilge strums or wells should be sounded 
regularly and pumped out at regular intervals, so as to keep the bottom 
of the hold as dry as possible. 

Quebec Cartier's iron ore is abrasive, and could cause damage to 
bilge pumps. Masters of vessels are advised to cover all bilge strums 
or wells with burlap in a similar manner as when receiving a grain cargo 
in bulk; so as to permit a free flow of the water and retain the iron ore 
in the hold of the vessel. 

All holds for the acceptance of this cargo should be clean prior to the 
arrival of the vessel. 

Vi. Pellet Stowage Factor: \ron ore pellets will stow at about 17 - 
18 cu.ft. per gross ton. 

All holds for the acceptance of this cargo should be clean prior to the 
arrival of the vessel. 

Vil. All vessels loading more than 18% of their cargo capacity in iron 
ore concentrate must present a Certificate of ‘Fitness to Load” as issued 
by the Canadian Ministry of Transport (Port Warden) prior to loading 
and a “Fitness to Proceed” prior to sailing. 

Port Warden costs will be charged to the vessel in accordance with 
the government tariff. 

Grain Vessels: Berthing and use of the Elevator Dock Facilities: 
Regulations, Terms and Conditions: 

(The term ‘Tariff refers to the Tariff issued periodically by the Elevator 
Company; the term ‘Company’ in this section refers to the Elevator 
Company). 

1. Application for Berth: For all vessels desiring a berth at the 
Elevator there shall be filed an Application for a Loading Berth at the 
Elevator Office, between 0900 — 1700 hrs. Mondays through Fridays 
and from 0900 — 1200 hrs. on Saturdays, except on holidays. Application 
shall be made in writing on forms supplied by the Company. Whether 
or not such Application Form is signed, the Owner and Charterer of each 
vessel shall be deemed to agree in consideration of the Company 
permitting the vessel to berth at the Elevator for the purpose of loading 
or discharging bulk grain, to abide by all rates, rules and regulations 
stipulated in the Company's current Tariff, and to acknowledge having 
taken communication of same and, without restricting the generality 0! 
the foregoing, to undertake and agree that the berthing of the vessel a! 
the Elevator will be free of risk and expense to the Company. Owners 
and Charterers also agree to indemnify the Company against and hold 
it harmless from any and all damages whatsoever and howsoever 
caused which may be occasioned to its facilities or any of them by the 
vessel and in like manner to indemnify the Company against and hol 
it harmless from any and all claims of any nature whatsoever arising 
from damages which may be sustained by the vessel while berthed o 
during berthing or unberthing. Owners and Charterers shall in like 
manner be deemed to agree to make prompt payment of invoices as 
presented and in the case of export grain to deliver to Les Silos Pot 
Cartier signed written evidence of the receipt on board of the grain 
according to the Les Silos Port Cartier Description and Tally (i.@ 


GANGWAY/DECK WATCHMEN: Available. 

OPENING/CLOSING HATCHES: Carried out by stevedores. 
CUSTOMS ALLOWANCES: Tobacco: 200 cigarettes or 50 cigars or 
2 Ib. tobacco per person over 16 years old. 

Wines/Spirits: total of 40 ounces per person over 21 years old. 

Subsequent issues may be authorised to Crew members of foreign 
yessels, but the max. quantity any Crew member may hold at any time 
must not exceed 300 cigarettes, 75 cigars, 3 lb. tobacco, and 60 ounces 
wines/spirits. 

REPATRIATION: Can be arranged. 

AIRPORT: Regular services by major airlines from airport 12 miles from 
harbour. 

TIME: GMT minus 4 hours. In Summer, time is GMT minus 3 hours. 
HOLIDAYS: Sundays, New Year's Day, Good Friday, Victoria Day, 
Dominion Day, New Brunswick Day (1st Monday in August), Labour 
Day, Thanksgiving Day, Remembrance Day, Christmas Day and Boxing 
Day, of which Labour Day and Christmas Day are “No Work Days” for 
jongshoremen. 

POLICE/AMBULANCE/FIRE: Available as follows: 

(a) Through “Fundy Traffic’ VTS (VHF Channel 12). 

(b) On regular phones — Dial 911. 

TELEPHONES: Telephones can be placed on board vessels at most 
facilities. Must be ordered ahead through Agent. 

SERVICES: All services available including compass adjustment. 
BANKS: 

Bank of Canada, 75 Prince William St. Tel: 635-3600. 

Bank of Montreal, 15 Market Square. (5 branches). Tel: 632-0202. 

Bank of Nova Scotia, One Brunswick Square, (King Street). 
(10 branches). Tel: 658-3365. 

Canadian Imperial Bank of Commerce, 44 King Street. (5 branches). 
Tel: 632-1110. 

Federal Business Development Bank, 75 Prince William Street. 
Tel: 636-4751. 

National Bank of Canada, 71 King Street. Tel: 693-2634. 

Royal Bank of Canada, 100 King Street. (5 branches). Tel: 632-8080. 

Toronto-Dominion Bank, 40 King and Germain Street. (2 branches). 
Tel: 634-8250. 

SHIP SUPPLY SERVICE: D.M.K. Marine Services Ltd., 58 Collins 
Street, Saint John, N.B. E2M 3P9, supply launch service to vessels in 
the vicinity when requested. 

Atlantic Towing Limited, 300 Union Place, Saint John, N.B. E2L 1B6. 
Tel: (506) 648-3540, 648-2790 (Despatch) 24 hours. (506) 652-8090. 
Telex: 014-47518. 

A fleet of 10 tugs ranging 8,500 i.h.p., providing: 

Ocean, coastal and harbour towing. 

Petroleum barging and deck load transport. 

Salvage and pollution control. 

Dredging, floating cranes and heavy marine winches. 

SHORE LEAVE: Crew allowed ashore. 

IDENTIFICATION CARDS: Not required. 

GARBAGE DISPOSAL: By arrangement with Department of 
Agriculture. Arrangements made through vessel's Agent. 

ASTE OIL DISPOSAL: Arrangements at general cargo berths made 
through vessel's agent. Waste oil removed by vacuum truck. Contact: 
Inland Oil, Tel: (902) 895-6347. Barrington Industrial Services, 
Tel: (506) 635-5600. Melanson’s Waste Management Inc., Tel: 
(506) 635-8014. W & S Construction, Tel: (506) 635-8735. 

Waste oil disposal can be handled by direct pipeline at Irving 
Terminals, Tel: (506) 633-7722, and by barge by Atlantic Towing Ltd., 
Tel: (506) 648-2750. 

SEAMAN’S CLUBS: Saint John Seafarers Mission, located outside 
West side entrance, is open daily from 1900 hrs. — 2100 hrs. Volunteer 
operated. T.V. lounge, refreshments, essential needs, telephone 
service, transportation to shopping malls, City Centre. Tel: 635-1731. 
TEeNGY: Crew can change currency in Banks and Seafarers 
ission. 
AUTHORITY: Saint John Port Corporation, 133 Prince William Street, 
P.O.Box 6429, Station “A", Saint John, N.B., E2L 4R8. Tel: (506) 636- 
4869. FAX: (506) 636-4443 or 636-3846. Contact: Kenneth R. Krauter, 
General Manager and Chief Executive Officer. R. Adam McBride, 
Assistant General Manager. Captain A.G.E. Soppitt, Harbour Master. 
Harbour Master is available 24 hours per day through Fundy Traffic. 


ST. JOHN’S, Newfoundland: 47.34 N. 52.41 W. 
(See Plan) 


DOCUMENTS: 
Quarantine: 
Completed Declaration of Health (QSI). 
Valid Derat Certificate. 
International Vaccination Certificates. 
Customs: 
Crew Declarations (Y.14). 
3 Ship's Stores (E.1). 
Inward Report (A.6). 
Complete copy of each Manifest for goods to be discharged in 
Canada. 
Clearance from Last Port. 
Immigration: 
2 Immigration Crew Lists (200). 
2 Tally Sheets (201). 
3 Passenger Manifests for passengers not disembarking. 
Immigration Control Cards for each person. 


CANADA 


PILOTAGE: Compulsory. To avoid a delay in obtaining a Pilot, the 
Owner, Master, or Agent of a ship bound for St. John's must report via 
any coast station by R/T or W/T the vessel's ETA 12 hours in advance 
of ETA. ETA’s must be confirmed or corrected not less than 3 hours 
prior to ETA. Time must be GMT. In message of ETA, the following 
information must be included. 

(1) Name/call sign of vessel 

(2) Nationality 

(3) Length, draft, and gross registered tonnage. 

Pilot Boarding Station: Lat. 47° 33' 42" N., Long. 52° 37’ 54” W. (2 miles 
(3.22 km.) off entrance) 

St. John's Traffic Centre stand by on: VHF Channel 16 (156.8 MHz); 
VHF Channel 11 (156.55 MHz); Telephone: 772-2083. 
Berthing: 

(a) Pilot —- compulsory. Shifting or ETD requires a 4 hour advance 

notification to Coast Guard Traffic Centre. 

(b) Berths arranged by Harbour Master in advance. 

(c) Two small tugs available. 

(d) Linesmen arranged through ship's local Agent. 

(e) Boatmen — arranged through ship's local Agents. 
ANCHORAGE: No anchorages near harbour. Safe anchorage in 
harbour. 

MAX. SIZE: No restrictions except draft max. 35 ft. 
HEALTH: Pratique, cable name and nationality of ship, ports of call 
during voyage, nature of cargo, number of crew and passengers, port 
of destination and Agent, condition of health of all on board with details 
of any sickness, and whether all vaccinated. Also see “Montreal”. 
RADIO: St. John’s Coast Guard Radio, call sign VON duplex R/T on 
2118 kHz, 2206 kHz, and 4110.8 kHz. 
TUGS: As required by Pilots. Normally ship's lines used. 2 small tugs 
available. 
CRANES: Newterm Limited, mobile heavy lift crane 2220 tonnes, 
1150 tonnes. 

A. Harvey & Co., mobile heavy lift cranes 2x65 tonnes; 235 tonnes; 
1x50 tonnes. 


BERTHING: 
St. John’s Port Corporation: 
Wharf Depth at Remarks 
Berth Length Low Water 
No. (m.) (m.) 
1 175 3.0-6.1 
2 165 9.1 
3 183 9.1 
4 119 9.1 Dangerous cargo berth. Note that 
explosives in small amounts to be 
approved by St. John’s Port Corporation 
prior to arrival. 
160 8.8-9.1 
6 150 6.1-7.0 
Te 120 7.0-7.9 (Repairs) D. F. Barnes machine shop — 
hed No. 3 
8 150 7.9-9.1 
9 150 7.3-7.9 
10 150 9.1 
11 150 9.1 
17 180 7.9-12.2 Ultramar, also shedded berth — 
Shed No. 3 
18 76 12-15 Dolphins 
19 115 5.8-7.6 
20 162 5.5-8.2 
21 58 8.5-7.3 
SBB 122 2.7-1.2 Small fishing vessels only 


Private facilities: 


Depth, Utility & General 
Berth No. Length Low Water Remarks 
H Terminal 12 P 7s Hy 5 
jarvey Terminals 3-8. : 
Harvey Terminals 14 153 5.8.91 | Offshore services 
Harvey Terminals 15 107 8.2-9.5 Bulk cargo, container 
services 
Harvey Terminals 16 145 7.6-10.1 General cargo 
Mobil Oil 22 153 6.7-9.1 
Imperial Oil 23 «145 7.6—10.1 
Irving Oil 24 69 9.5-10.4 
Fisheries College 25 137 4.9-7.3 
D.N.D. 26 61 6.7-7.3 
Husky Bow Valley 27 153 5.5-7.0 
Ultramar 28 69 5.2-7.0 
Ultramar 29 114 5.2-7.6 
C.O.T.C. 30 99 §.2-5.5 
M.O.T. 31 + 183 7.0-7.6 
C.N.R 34 92 10.7 Dry dock 
C.N.R 35 122 7.6-8.5 Dry dock 
C.N.R 36 107 5.8-7.6 Dry dock 
C.N.R 114 6.7 Dry dock 


1800 hrs. same day or 0800 hrs. next day. 

MEDICAL: No advance notice except in case of serious illness to be 
included in arrival cable, ample hospital facilities available. 
TANKERS: Discharge lines 6 in., 8 in., 10 in., 12 in. No slop facilities. 
Holyrood Refinery: 47.23 N. 53.08 W. 

A bunkering port of Ultramar Canada Ltd., situated in the South Arm 
of Holyrood Bay at the head of Conception Bay, S.E. coast of 
Newfoundland. 

Channel depth: 35 ft. right up to wharf. Tidal range is 4 ft. — 5 ft. at 
springs, and 3.5 ft. at neaps. Good anchorage in Holyrood Arm. 

One 275 ft. long berth, depth alongside 34 ft. 6 in. high water,32 ft. 
low water, with moorings for Bow and stern lines on shore. Situated at 
Ultramar Refinery. 3 in. water mains for fresh water. 


345 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


DENSITY: 1025. 

FRESH WATER: Fresh water available all berths. Order through Agent. 
Rate approx. 25 t.p.h. 

FUEL: Oil delivered by pipeline at 8 berths, and by tank trucks at all 
other berths. Major grades of bunker fuel and diese! as well as marine 
lubricants can be obtained through suppliers. 


CONSULS: 
Brazil 726-7702 Netherlands 726-2961 
Denmark 726-8000 Norway 579-5006 
Dominican Rep. 579-5081 Portugal 726-6958 
France 726-3837 Spain 726-1804 
Germany 722-1525 Sweden 726-8000 
Iceland 722-4270 U.S.A 726-4524 


REPAIRS: Most deck and engine repairs possible. 

DRY DOCKS: St. John’s Dry Dock (owned by Marine Atlantic Inc.). 
Length at coping head, 173.9 m.; at floor head, 173.2 m.; maximum 
length of keel blocks 167.1 m.; width at coping, 23.3 m.; depth of water 
over sill, 8.2 m. 

Machine shop is equipped for major repairs to hulls machinery. 

A modern synchrolift development project has been completed and 
now operational at the Newfoundland Dockyard. The synchrolift is a 
massive elevator designed to lift ships up to 3,640 tonnes out of the 
water for repairs. 

SURVEYORS: Lloyd's Register, P.O.Box 5054, St. John’s, NF, A1C 
5V3. Tel: (709) 726-0543, (709) 368-2538 (Residence). 
GANGWAY/DECK WATCHMEN: Usually ship's crew. Ship's gangway 
used. 

OPENING/CLOSING HATCHES: Stevedores or ship's crew whichever 
to ship's advantage. 

CERTIFICATES: 

Construction Certificate. 

Safety Equipment Certificate. 

Radio Safety Certificate. 

Load Line Certificate. 

Cargo Gear Book. 

CUSTOMS ALLOWANCES: Tobacco: Each man 200 cigarettes per 
week. Wine and Spirit: Each man 40 oz. wine or spirits, per week. 
REPATRIATION: Crew changes and repatriation possible. 
AIRPORT: Distance 4 miles served by Air Canada and Canadian Pacific. 
TIME: GMT less 3.5 hours. First Sunday in April clocks advanced 1 hour. 
Last Sunday October clocks retarded 1 hour. 
HOLIDAYS: New Year's Day; St. Patrick's Day; Good Friday; 
St. George's Day; Commonwealth Day; Discovery Day; Memorial Day; 
Cee wernere Day; Labour Day; Armistice Day; Christmas Day; Boxing 
ay. 
Except for Easter and Christmas, the above holidays are normally 
taken on the nearest Monday to the festival date. 
POLICE/AMBULANCE/FIRE: Police 722-5111; Ambulance 726-3037; 
Fire 722-1234. Emergency No. 911. Ports Canada Police 772-4669. 
EMERGENCY CO-ORDINATION CENTRE: Coast Guard, Search and 
Rescue (St. John’s, Newfoundland). Tel: (709) 772-5151. 
SERVICES: Compass adjusting, radar repairs, RT repairs, gyro 
compass repairs, all types electronic equipment repaired. Divers 
available for surveys and underwater repairs. 
SHIP SUPPLY SERVICE: Offshore Services: 

1. Seabase Limited, P.O.Box 5099, Suite 809, Atlantic Place, St. 
John's, Newfoundland A1C 5V3. 

2. Harvey Offshore Services, P.O.Box 5128, St. 
Newfoundland A1C 5V6. 

3. Petro Canada Exploration Ltd., P.O.Box 5190, St. John's, 
Newfoundland A1C 5V5. 

Helicopter Services: Helicopter services are available from St. John's 
Airport just minutes from the St. John's waterfront. These are operated 
by private interests as follows: 

5188, St. 


1. Sealand Helicopters 
Newfoundland A1C 5V5. 

2. Universal Helicopters, P.O.Box 9025, Station “B”, St. John’s, 
Newfoundland A1A 2X3. 
SHORE LEAVE: No Restrictions. 
CREW IDENTIFICATION CARDS: Not required. 
GARBAGE DISPOSAL: This service can be provided by Sanicare Ltd., 
Box 9098, Station B, St. Johns. Tel: (709) 753-3030. A 6 cu.yd. container 
can be provided onboard or alongside. Charges : Delivery - $80, 
Lift - $80, Incineration - $105, and Transportation - $157. 
WASTE OIL DISPOSAL: Crosbie Industrial Services Ltd., P.O.Box 
9341, StJohns. Tel: (709) 722-8212/3. Fax: (709) 739-7540, can 
provide a wide range of services including septic waste disposal, sludge 
removal, sump and tank Lady 9 trucking and cleaning services. 
CURRENCY: Canadian Dollar (C$). 
REGULATIONS: Fishing ships must advise of weekend arrival on Friday 
= — permit to take supplies can be obtained from Federal Dept. of 

isheries. 
AUTHORITY: St. John’s Port Corporation, P.O.Box 6178, 3 Water 
Street, St. John’s, NF, A1C 5X8. Tel: (709) 772-4664, 772-4665, 772- 
4666. FAX: (709) 772-4689. Contact: D. J. Fox, Port Manager and Chief 
Executive Officer. 

Captain H. Flight, Harbour Master. Tel: (709) 772-4667, 772-4668. 
an M.L.Kenny, Director of Ports, Canada Police. Tel: (709) 772- 


John's, 


Ltd., P.O.Box John's, 
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SARNIA, Ontario: 42.59 N. 82.25 W. (See Plan) 


Refer to “St. Lawrence Seaway” for important general information. 


DOCUMENTS: All documentation carried out by Authorities in Montreal, 
Only when vessels have called at United States port after departing 
Montreal will any changes in documentation be necessary, which will 
consist of a United States Customs Clearance Certificate, to be available 
on board. 

Immigration Papers. 

1 copy QS2 (Health Certificate). 

3 Stores Lists. 

Crew Personal Effects List. 

Customs Clearance. 

All of the above will have been stamped in Montreal. 

PILOTAGE: Notice of ETA should be given to Pilots at least 12 hours 

before arrival at Sarnia to avoid delays. Accommodation ladder and pilot 

ladder should be ae in readiness. 

RESTRICTIONS: Navigation season — ice forms about December 15th 

and breaks up about the middie of March. Vessels size restricted by 

Seaway locks. 

MAX. SIZE: Length 730 ft., beam 75 ft. 6 in., draft 25 ft. 6 in. 

HEALTH: Pratique granted at Montreal. 

RADIO: Sarnia Radio, call sign VBE, communicate on either AM or FM 

radio telephone. 

TUGS: Available. Tel: Sarnia 336-5588. 

poretd bard Over 2 miles of waterfront including main wharves listed 
low: 

C.N.R. Dock, length 1,100 ft., depth alongside 23 ft.; Empire Hanna 
Coal Dock, length 900 ft., depth alongside 19 ft.; Elevator Dock, length 
900 ft., depth alongside 27 ft.; Dept. of Transport Dock, length 1,045 ft., 
depth alongside 27 ft.; Reid Aggregate Dock, length 500 ft., depth 
alongside 26 ft.; Imperial Oil Docks — Upper Dock, length 592 ft., depth 
alongside 23 ft.; Fueling Dock, length 928 ft., depth alongside 26 ft.; 
Special Products Dock, length 284 ft., depth alongside 26 ft.; Lower 
Dock, length 720 ft., depth alongside 23 ft.; Polysar Corp. Dock, length 
600 ft., depth alongside 26 ft.; Dow Chemical Dock, length 680 ft., depth 
alongside 26 ft.; Sun Oil Dock North Dock, length 600 ft., depth 
alongside 26 ft.; South Dock, length 500 ft., depth alongside 26 ft.; Shell 
Oil Dock North Dock, length 1,000 ft., depth alongside 26 ft.; Middle 
Dock, length 500 ft., depth alongside 26 ft.; South Dock, length 500 ft., 
depth alongside 26 ft. 

MEDICAL: Hospital facilities at Sarnia. All assistance available. 
DENSITY: Fresh water. 

FRESH WATER: Available at all berths. 

FUEL: All grades available from Imperial Oil and Shell Co. berths. 
REPAIRS: Hull, boiler and engine repairs can be effected. No dry docks. 
AUTHORITY: Transport Canada, P.O.Box 325, Sarnia, Ontario, Canada 
N7T 7J2. Tel: (519) 337-5121. Contact: W. D. McCart, Harbour Master. 


SAULT STE. MARIE, Ontario: 46.28 N. 84.22 W. 
(See Plan) 


Refer to “St. Lawrence Seaway” for important general information. 
Note: The water depths quoted are at extreme low water, normally more 
water available. 

DOCUMENTS: See “Montreal’’. 

PILOTAGE: River or local Pilots available on 24 hours’ notice. 
U.S. Corps of Engineers, Sault area operate and control St. Mary’s River 
Falls Canal and regulate traffic through all locks in both cities. 
HEALTH: Board of Health Officers can make a call to the ship. 
RADIO: Good ship-to-shore telecommunication available through 
Department of Transport Radio Station (UBB 800), Canadian Pacifi 
Telecommunications and Canadian National Telecommunications. 
United States Coast Guard maintain fully equipped Coast Guard Base 
and have radio communication for all frequencies in entire St. Mary's 
River and Harbour area; they are available immediately for information 
pertaining to shipping in area and movement of ships in River. 
TUGS: Harbour tugs available when required, but prefer advance notice 
order avoid delays. In Sault Ste. Marie, Ontario tugs available. 
BERTHING: Transport Canada Dock, “L” shaped pier, length 500 ft. on 
East side 18 ft. deep. On South side, the river side, it is 356 ft. long, 
20 ft. deep. This dock is used for discharging general cargo. No crane 
facilities for loading and unloading, unless ship's gear is used, mobile 
cranes have to be brought in. No tug required to berth or unberth a ship 
at this dock under normal weather conditions. 

Algoma Steel Corporation Dock. Situated above Canadian Canal with 
following berths available: 

(a) Coal and ore dock with a combined length of 2,800 ft. 

(b) Commercial dock on West side of slip 400 ft. long. 

(c) Limestone dock, “L-shaped dock on West side 355 ft. long and 

on South side 450 ft. For loading finished steel. 

All 3 Algoma Steel Corporation docks 21 ft. 6 in. deep. Only material 
consig to or being shipped from Algoma Steel Corporation have 
access to these docks. 

Parks Canada Pier: Northeast pier at Canadian Canal which could be 
used for berthing ships and also used occasionally to load or unload 
cargo into trucks. This pier approx. 500 ft. long and mobile lifting 
equipment could be utilised here if necessary. Depth of water 18 ft. Pier 
mostly used as tie-up for making minor repairs afloat, for medical 
purposes, or oe for berth at Algoma Steel Corporation Dock. 
Berthing and unberthing carried out any time, Sundays and holidays 
with exception of extreme bad weather, high winds, or fog. Canal Hours 
0700-2300. 


STEVEDORES: Available for loading and unloading at any berths in 
Sault Ste. Marie area. 

TANKERS: Gulf Oil Canada Ltd. Dock: Berthing length 400 ft. Depth 
18.5 ft. The West side is the Government Dock, depth 22 ft. 12 tanks 
(capacity 12,000,000 gallons). For fuel oil and gasoline. 

FRESH WATER: Available either by hose or by pumper truck at any 


dock. 
FUEL: Diesel bunkers available at any berths via tank trucks. No bunker 
‘C’ facilities available at Sault St. Marie. 

REPAIRS: Normal ship repairs are carried out on very short notice if 
required. 

AUTHORITY: Canada Ports Corporation, 99 Metcalfe Street, Ottawa, 
Ontario K1A ON6. Contact: Senior Port Manager. 


AGENT: The Algoma Steel Corporation Limited, Marine Division, 
P.0.Box 757, Sault Ste. Marie, Ontario, Canada P6A 5N3. Tel: (705) 
945-3060. Telex: 067-77266. 


SEPT ILES (Seven Islands), Quebec: 50.11 N. 66.23 W. 
(See Plan) 


LOCATION: The City of Sept-lles is located on the N.E. side of the Baie 
des Sept-lles, a sheltered circular basin screened to seaward by 7 small 
islands, on the North shore of the St. Lawrence River in Lat. 50° 11’ N. 
and oh 66° 23' W. 

DOCUMENTS: The following inward papers are to be completed prior 
to arrival and presented to custom officer on boarding: 


Health QS-2001 Quarantine Form _ in duplicate 
Immigration IMM-200 Crew List in triplicate 
Customs A-6 Report Inward in triplicate 
Customs Y-14 Crew Declaration in triplicate 
Customs E-1 Ship's Stores in triplicate 


Clearance from last port 

The above forms will be supplied by mail on request. 

Note: On Canadian or International Crew Lists, black pen or typewriter 
must be used. Blue is not acceptable because of copy reproduction 
difficulties. 

Designation and dates of expiry of all major trading certificates is 
required for outward clearance. 

Arrangements have been made so that loading of iron ore can 

commence before customs entry has been completed, and customs 
outward papers will be completed so as not to interfere with immediate 
departure after completion of loading. 
Tankers: Charterers or Operators nominating tankers for discharge at 
Canadian ports should ensure that the vessel is provided with a “Non- 
Canadian Ship's Compliance Certificate” prior to sailing for Canada. All 
major Classification Societies are authorised to issue such a certificate. 
DOCKING MASTER: The use of a Docking Master is compulsory for 
vessels docking, shifting and leaving all docks. When docking on arrival, 
Docking Master will board inside harbour limits in area of 50° 10’ N. and 
66° 24’ W. Ships normally proceed to anchorage without assistance, 
which can be provided on request. 

All vessels shall provide rope ladder for boarding Docking Master on 
arrival and disembarking Docking Master on departure. Ladder must be 
well secured by adequate lashings to rail or deck. 

Power hoists, in good order and properly attended, are acceptable for 
boarding. In freezing temperatures however, they should not be used 
unless electrically powered. 

Shipmaster’s Report: August 1983: With all bridge and engine room 
equipment working well, we berthed in thick fog (visibility 50 yards — 
100 yards). Pilot and tugs most efficient. 

ANCHORAGE: Ships should anchor at least 1 mile off dock to facilitate 
ship movements in bay and should not proceed closer than 1 mile from 
dock while waiting for Docking Master to board. Vessels may be 
requested to shift anchorage if their position interferes with normal 
docking approaches. 

MAX. SIZE: Iron Ore Co. Loading Dock (Old): Length 800 ft., beam 
130 ft., draft 43 ft. Iron Ore Co. Loading Dock (New): Length 1,600 ft., 
beam 175 ft., draft 57 ft. Imperial Oil Dock: Length 775 ft., draft 40 ft. 

Vessels arriving in ballast to load at No. 2 Dock are requested to 
present in accordance with the following recommended arrival drafts to 
ensure safe handling procedures, keeping in mind indicated ship loading 
fates and ship loader clearances. These drafts are intended to mean 
minimum draft aft with normal vessel trim. 


Summer Recommended 
Deadweight Arrival Drafts 
Under 30,000 4.0m.to 4.6m. 
30,000 to 40,000 4.6m.to 5.2m. 
40,000 to 60,000 4.9m.to 5.8m. 
60,000 to 75,000 5.5m.to 6.4m. 
75,000 to 100,000 6.1m. to 7.3m. 
100,000 to 150,000 8.5 m. to 11.0 m. 
150,000 to 200,000 11.0 m. to 13.0 m. 
200,000 to 250,000 13.0 m. to 14.0 m. 


250,000 and over 4m. and over 
Any vessels unable to meet these suggested drafts due to insufficient 
ballast capacity, anticipated deballasting problems, etc., should state 
this in 48 hours ETA, along with estimated deballasting time. 
Usually ships berth port side to for iron ore loading. 
ote: Vessels have berthed with lesser draft than recommended when 
weather conditions permit. 


CANADA 


HEALTH: 
1. Vessels calling at Canadian ports no longer require Radio 
Pratique unless: 
(i) there is a condition of health irregularity aboard or, 
(ii) if vessel has called at an infected port during this same 
voyage or, 
(iii) if Derat Certificate is no longer valid or will soon expire. 

2. Only vessels to which any of the above conditions apply, should 
cable “Quarantine Quebec” giving name of vessel, last port of 
call and detail regarding health conditions aboard. 

RADIO: Sept-lles Radio, Canadian Coast Guard Station, Call sign 
“VCK", Tel: (418) 968-3118, operates 24 hours a day. 
Ww 


Cc Calling frequency 500 kHz 
Working frequency 420 kHz 
RT Calling frequency 2182 kHz Ch. 51 
RT (Working Transmitting 2514 kHz Ch. 57 
Frequency) Receiving 2118 kHz Ch. 57 
VHF Calling Frequency 156.8 MHz Ch. 16 
VHF (Working Transmitting 161.9 MHz Ch. 26 
Frequency) Receiving 157.3 MHz = Ch. 26 
Transmitting 161.8 MHz Ch. 24 
Receiving 157.2 MHz = Ch. 24 


Port Operations 156.6 MHz = Ch. 12 
420 kHz — Odd hours plus 50 minutes GMT 
2582/161.9 0240 UTC — Every 4 hours 
Weather, Ice Reports and Notice to Shipping: A continuous marine 
broadcast is available on VHF Ch. 21, 161.65 MHz. and Channel 83B, 
161.775 MHz. Recorded information is updated continuously as received 
24 hours per day. 

Extended VHF communications facilities are also available in Mingan 
50° 16’ 24” N., 64°07'56”W. and Natashquan 50° 08’ 40’N., 
61° 48’ 00" W. 

Ore Carriers: 
Advising Arrival: Cable address “Iroccan” Sept-lles. 

Please advise ETA 96 hours, 72 hours, 48 hours and 24 hours out, 
including in 96 hours ETA the amount of cargo required in metric tons. 

Vessels sailing in ballast from Montreal, Sorel, Three Rivers or 
Quebec should send ETA on departure from these ports with corrected 
ETA later if necessary. 

Advise with 24 hour ETA probable ballast pumping time required on 
arrival. If any change in ETA or in ballast situation should occur after 
24 hour ETA, it should be advised as soon as possible. 

The Marine Services office is equipped with VHF radio on 156.6 MHz 
Channel 12, and also 156.35 MHz, Channel 18A. Vessels calling at 
Sept-lles should be fitted with these VHF Channels for efficient harbour 
communications. 

Use of Channel 12 restricted to vessel movements only. 

Docking Instructions: Ships are to request instructions 8 hours before 
arrival. These instructions will be given as promptly and concisely as 
conditions permit. 

Marine Services is set up to receive radio messages on 24 hour basis. 
Radio traffic by ships at anchor is permissible in Sept-lles harbour area. 
TRAFFIC REGULATIONS: Traffic Regulations for the Gulf and River 
St. Lawrence: 

1. Eastern Canada Traffic Zone Vis pope (ECAREG) 

of Belle Isle and Cabot Straits to 


Traffic Lists 


The zone extends from outside 
66° 00’ W. 

In general, it states that a ship crossing seaward boundary, 
either entering or leaving the zone, must report to ECAREG via 
any Canadian Coast Guard Radio Station. Clearance to move 
within the zone must be obtained from ECAREG and there are 
“calling-in-points” where a ship has to report. 

There are also additional reports to be made in case of any 
defects in machinery, navigational aids, accidents, stranding, 
pollution, etc. 

2. The St. Lawrence Waterway Traffic Regulations. 

The zone extends from 66° 00’ W. to Montreal. 

In general, the regulations state that a ship must report to the 
marine traffic regulator by contacting Channel Escoumins on 
156.7 MHz, Channel 14 before entering Zone 1. (i.e. crossing 
66° 00’ W.) The port of Sept-lles is in Zone 1. 

Ships have to maintain a continuous radio watch on Channel 
14, eat when alongside. Authorisation to communicate on 
another Channel has to be requested from Channel Escoumins, 
unless the vessel is equipped with two radios. 

Clearance must be obtained from Channel Escoumins to move 
within the harbour. 

TUGS: Tug service is compulsory at Iron Ore Company docks and 
Wabush Mines Docks. Two tugs of 5,400 h.p. available. 

All communications between tugs and Pilots are by VHF. Tugs operate 
on 156.9 (Channel 18A). 

All ships should be equipped with wire cable towing line with nylon 
pendant for tug use in undocking. Ships not so equipped will be provided 
with tug tow lines. Docking Master to determine adequacy of ship's tow 
lines. 

CRANES: Heavy-lift cranes available. Max. capacity 150 tons. 
MEDICAL: Masters are requested to have ready for inspection ship's 
Derat Certificate. 

All crew members requiring medical attention should be available 
upon ship's arrival. Sick Mariners dues no longer apply for treatment of 
seamen. Agent will provide form of application to be given to doctor for 
crew members requiring medical attention. 

TANKERS: Berth at Oil Dock. (Max. draft 38 ft.) and Ports Canada 
facilities at Pointe-aux-Basques. 

FRESH WATER: Can be supplied at the approx. rate of 35 t.p.h. Hose 
is available on the dock but ship's crew are required for connecting and 
disconnecting. 

FUEL: Available on an emergency basis only and subject to inventory 
situation. All enquiries should be directed to BunkerEsso Montreal. 
REPAIRS: Major repairs, except dry dock, can be effected at Sept-lles. 
Repairs to be conducted under the supervision of ships’ personnel. 
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BERTHING: 
Ports Canada — Facilities 


Depth 

Wharf at Low 

Berth length Water 
No.  (ft.) (ft.) 


Pointe-aux-Basques 7 600 25 Small open section at East 
end of Shed No. 1 

2 General cargo sheds 

1 Bulk shed 

Dolphins increase capacity 
for berthing. Max. size 
60,000 d.w.t. 

General cargo berth. 

2 sheds available. 

Used by coastal fishing 
boats. 

La Relance Wharf offering 
storage and transit area (30 
acres), crane, ship unloader, 
Ro-Ro ramp and 655 acres 
of land for port orientated 
development 

Railcar/truck ferry terminal. 
Also used for general 


cargoes. 
*This wharf has been transferred to Fisheries and Oceans Canada. 
Private Facilities 


Berth Remarks 


Oil Dock 8 


Mgr.Blanche Wharf 14 
Town Wharf* 20 
Pointe Noire Wharf 40 


800 25 
381 16 
853 45 


41 460 33 


Depth 

at Low 
Berth Length Water 
No.  (ft.) (ft.) 


Utilisation and 


Berth general remarks 


Wabush Mine Co. 30 650 36 General cargo and mooring 
Mooring Dock berth (East end). 
Loading Dock 30 950 36 _ Iron Ore loading berth (West 


end). Loading ore by means 
of 2 Semewert boom 
fe) 


conveyors. Total capacity 
8,000 long t.p.h. 
Iron Ore Company of Canada 
Waiting Berth 
Terminal 5 800 34 Mooring and general cargo 
receiving berth (West) 
Southeast Berth 
No. 1 Dock 4 800 37 Waiting berth. 
No. 2 Dock 2 1,600 60 Total effective mooring 


length approx. 1,600 ft. 2 
travelling shuttle boom 
loaders with 

764 ft. of travel. Max. design 
capacity 7,500 long t.p.h. 
each 

See also following information on The Ore Company berths. Vessels 

usually berth port-side alongside. 
Number 1 Dock: 2,200 ft. (670 m.) dock divided into 3 berths. The S.E. 
or Loading Berth is 800 ft. (224 m.) in cam and is fendered with large 
truck tyres mounted over the dock face. The adjoining 800 ft. (244 m.) 
mooring or waiting berth is also fendered with large truck tyres. The 
third and last section, 600 ft. (183 m.) in length, is a Government Berth 
used for general cargo. 

Dredged depth at the loading berth is 37 ft. (11.3 m.) at MLW, 34 ft. 
(10.4 m.) at mooring berth. Designed depth at the Government Berth is 
25 ft. (7.6 m.). Number 1 Dock is fitted with bollards spaced at 50 ft. 
(15 m.) centres. 

Number 2 Dock: Deepwater berth is located some 900 ft. (274 m.) S.E. 
of original dock and extends approx. 230 ft. (70 m.) further into bay. This 
single berth is open cell construction with 9 parallel cribs giving total 
berthing face of approx. 925 ft. (282 m.). A tenth transfer house crib, 
inset from dock face and a dolphin, both structures fitted with mooring 
winch and bollards, are located approx. 150 ft. (46 m.) and 350 ft. 
(107 m.) respectively from N.W. corner of dock face. Two. additional 
dolphins, also fitted with mooring winch and bollards, are situated in a 
line approx. 150 ft. (46 m.) inside dock face and approx. 100 ft. (30 m.) 
and 400 ft. (122 m.) from S.E. corner of dock. Dolphins are joined to 
main dock structure by catwalks. Total effective mooring length is 
approx. 1,600 ft. (488 m.). Cribs are fendered to waterline with triple sets 
of extra large truck tyres. Dredged depth is 60 ft. (18.0 m.) MLW. Dock 
is fitted with 2 travelling shuttle boom loaders with 764 ft. (233 m.) of 
available shiploader travel, and a maximum design capacity of 
7,500 long t.p.h. each. Number 2 Dock is fitted with bollards spaced at 
100 ft. (30 m.) centres. Recommended maximum airdraft for this 


berth is 17.0 m. 
Tidal characteristics Neaps 1.68 m. 
Springs 3.05 m. 


p 
CUSTOMS ALLOWANCES: Each crew member is allowed to retain in 
his possession for his personal consumption 200 cigarettes, 40 ounces 
of spirits, 50 cigars or 2 pounds of pipe tobacco. All quantities must be 
declared on Crew Declaration form Y-14 along with all personal effects 
such as radios, cameras, tape recorders, binoculars, etc., plus serial 
numbers of each such item. 

Canadian seamen returning from voyages to American or other 
foreign ports are permitted $50 value of duty free merchandise every 
quarter for periods outside Canada of over 48 hours and $150 once a 
yom for periods outside Canada of 7 on 

ME: Sept-lles maintains Eastern Standard Time (GMT minus 5) from 
last Sunday in October until first Sunday in April. Eastern daylight time 
(GMT minus 4) is maintained the balance of the year. 
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SHORE LEAVE: Crew not allowed ashore until permission granted by 
the authorities. 

GARBAGE DISPOSAL: Disposal of “international” garbage is ng 
permitted at Sept-lles. 

WASTE OIL DISPOSAL: There are 3 companies which can service 
vessel's needs. 

Sani Mobile, Tel: (418) 968-9862. Fax: (418) 962-9461. 

S.O.S. Marine Services, Tel: (418) 968-3738. 

SEAMAN’S CLUBS: Stella Maris, Pointe-aux Basques Wharf, Sept Iles 
Tel: (418) 962-7310. Hours: Daily from 1000 — 1200, 1400 — 1600 ang 
1900 — 2100. Services: Postage, post cards, stationery, refreshments, 
international telephone, currency exchange, book exchange and free 
magazines, table tennis and darts, shopping assistance, footbal 
matches arranged. 

CURRENCY: Canadian Dollar. U.S.$1.00 = C$1.35 (1.2.94). 
SAFETY: It is compulsory to have a net under the gangway. 
GENERAL: Customs of the Port: Ships will be loaded in regular turn of 
vessels, subject to cargo availability and providing they present with 
starting hatches open and do not have ballast pumping which will exceed 
expected loading time. This loading time should be calculated at the 
rate of 6,600 metric tons/hr. at Dock No. 1 and 10,000 metric tons/hr 
at Dock No. 2. 

For establishing turn of vessels, a ship will be considered “arrived” 
at the time of crossing line between Pointe au Corbeau and Pointe aux 
Basques. 

Loading plans should be presented to the loading foreman on arrival, 

Ore-Oil and OBO vessels having discharged petroleum products at 
last port must advise this in first ETA. If gas-free certificate not already 
granted by independent chemist, arrangements will be made to have 
chemist attend. The arrangement for such service implies no liability 
whatsoever on the part of Iron Ore Co. of Canada Marine Services. 
Expense for ship's account. 

Ships will leave the loading dock immediately upon completion of 
cargo and secure for sea in the bay. If any delays occur on 
documentation, crew members missing, etc., ship will leave the dock 
and all matters will be handled from anchorage. 

Vessels must have main engine ready when alongside loading docks 
Permission to perform work that would affect the readiness of the vesse! 
to leave berth in case of emergency must be obtained from the Por 
Authority before proceeding with such work. 

Services: Most supplies can be readily obtained at Sept-lles. Quantity 
orders should be included in 48 hour ETA. Requests for bonded stores 
should be included in 96 hour ETA. 

Launch service is available on request through Marine Services. 
Ice Navigation in Canadian Waters: During the Winter, ECAREG 
CANADA (East of 66° 00’ W.) and the St. Lawrence River Vessel Traffic 
Management (VTM), West of 66° 00’ W. to Montreal, provide a service 
consisting of the promulgation of up-to-date information on ice 
conditions, routeing, the provision of icebreaker support where available 
and considered necessary, and organisation of convoys as required. 

Masters requesting this service should address their request to 
ECAREG CANADA through any convenient Canadian Coast Guard 
radio station which will handle the message free of charge. 

Basically, each system is under the surveillance of Canadian Coast 
Guard Traffic Centres which Masters may contact for advice and 
assistance. These centres have access to a complete and current picture 
of the ice conditions prevailing and the anticipated trend of conditions. 
The centres are therefore, well equipped to provide advice on the bes! 
route to follow. In order to obtain the maximum benefit from the service, 
it is essential that Masters report to the appropriate Canadian Coast 
Guard Traffic Centre before their ships enter waters where ice may be 
encountered. 

Radio communications play a very important part in successful ice 
navigation. The Master relies upon the receipt of accurate ice information 
and advice upon which he can base his decisions as to his future course 
and progress. 

Ships proceeding independently throughout the Gulf of St. Lawrence 
when ice is present should report their positions and progress to “Ice 
Halifax” at 0800 hrs. and 2000 hrs. A.S.T. 

Radiogram: “Ice Halifax”. Radio Station: Halifax, Call sign VCS. 

Ships inbound from sea to a port in Zone B should report to “Ice 
Halifax” 36 hours before passing Cape Ray. Ships outbound shoul 
report to “Ice Halifax’ 12 hours before departure. 

DEVELOPMENTS: In 1983, the Government of Canada announced @ 
new project development in the Pointe Noire sector. 

The new project consists of building a 260 m. long wharf with an 
existing depth of 14.5m. and more, the construction on an on-site 
access road including all services such as waterline of 400 mm., power 
and waste disposal services, embankments and dykes, as well as @ 
12 hectares storage area. These new marine infrastructures will also 
permit access to more than 265 hectares of land owned by Ports Canada 
for industrial developments. 

General cargo as well as bulk commodities are handled in this sector 

In September 1989 a 1.2 billion dollar investment was announced for 
the Pointe Noire area. Consortium Alouette are to build an aluminum 
smelter with a design capacity of 215,000 metric tons of finished 
products in the First Phase. A Second Phase could double this capacity 
before 1995. Meanwhile, Ports Canada has invested 100 Million Dollars 
in port facilities such as a bulk unloader, conveyors, silos, a railcar ferry, 
etc., to accommodate the new smelter. 


SHIPMASTER’S REPORT: December 1989. 

Pilot: Pilot embarks and disembarks from tug. 

Radio: When the vessel is so pee it is simple and quick to walk 
the Agent's dock office and send a telex or telefax message. When the 
vessel is at anchor all cables have to be routed through VCK (Sept lies 
Coastguard Station) as Agents are not permitted to occupy the 
with long messages. If however the Port Warden has to visit the ship 
for an inspection then it is again simple to have him take a message 
ashore for the Agent to transmit as a telex, etc. 


Tugs: The two tugs are on stand-by 24 hours. Tugs lines normally used. 
For vessels of 200,000 d.w.t. and over, a third tug is used from Port 
Cartier. 


AUTHORITY: Ports Canada — Port of Sept-lles, 421 Arnaud Avenue, 
Room 202, P.O.Box 280, Sept-lles, Quebec Province G4R 3B3. 
Tel: (418) 968-1231. FAX: (418) 962-4445. Contact: Jean-Maurice 
Gaudreau, General Manager. 


SHEET HARBOUR, N.S.: 44.50 N. 62.30 W. (See Plan) 


DOCUMENTS: See “Montreal”. 

ICE: Open all year with aid of icebreaker during January, February and 
March. Ice forms about January 15th and breaks up between March 1st 
and 15th. 

PILOTAGE: Compulsory. Pilot boards off Sheet Rock Light. 
ANCHORAGE: Anywhere in harbour in depths up to 10 fathoms. 
MAX. SIZE: See “Berthing”. 

RADIO: Ship-to-shore communications: through Halifax (VCS). 

TUGS: None. 

BERTHING: Transport Canada Wharf: Length 54.8 m. Depth at LW 
6.4m. No railroad or handling facilities on wharf. Open storage area 
alongside for handling general cargo. 

STEVEDORES: Skilled labour available. Gangs consist of 20 men. 
MEDICAL: Hospitals available. 

FRESH WATER: Available by hose from mill. 

FUEL: Available. 

REPAIRS: No facilities available. 

AIRPORT: Halifax 75 miles. 

TIME: GMT minus 3 hours in Summer. GMT minus 4 hours Winter. 
AUTHORITY: Transport Canada, Office of Harbours and Ports, 
Maritimes Region, P. O. Box 1013, Dartmouth, N.S., B2Y 4K2. 
Contact: The Regional Manager. Tel: (902) 426-2588. 


SHIP HARBOUR, Nova Scotia: 44.49 N. 62.53 W. 


ANCHORAGE: The best anchorage in the harbour is between Salmon 
Point and Whale Islet. 7.31 m. to 11.89 m. of water in mud bottom. 
BERTHING: Government wharf no longer usable. 

pe: LWOST, 0.2 m. above chart datum. HWOST, 2.2 m. above chart 
latum. 

MEDICAL: Hospital at Sheet Harbour, 20 km. 

AIRPORT: Halifax International airport, 120 km. 

AUTHORITY: Transport Canada, 73 Tacoma Drive. (P.O.Box 1013). 
Dartmouth, Nova Scotia, B2Y 327. Tel: 426-2588. Telex: 01922757. 


SHIPPEGAN HARBOUR, N.B.: 47.45 N. 64.42 W. 
CARAQUET HARBOUR, N.B: 47.48 N. 64.56 W. 
(See Plan) 


DOCUMENTS: See “Montreal”. 

PILOTAGE: Not compulsory at Caraquet. Approaching vessel hoists 

flag “G” and uses siren about 1 mile before reaching fairway buoy. Pilot 

boat motorised 45 ft. vessel, approaches on leeside. Approaching 

vessels wait for Pilot about 1 mile from Fairway Buoy. 

ANCHORAGE: Good anchorage with depth 16.5 m., usually by Fairway 

luoy. 

RESTRICTIONS: Entry possible night and day, good vision, lighted 

buoys and beacon lights. 

MAX. SIZE: High tide: 23 ft. low tide: 17 ft. (Shippegan, max. tide: 20 ft.). 

HEALTH: See “Montreal”. 

RADIO: VCN Grindstone Radio and VCG Fox River. 

VHF: Ports on Channel 16. 

TUGS: Not required for these ports. 

BERTHING: Caraquet Wharf, 21 ft., Shippegan 25 ft. alongside outer 

roe ao 3.2 m. alongside at normal low water along the inside face of 
art. 

CRANES: Cranes up to 150 tons capacity available. 

MEDICAL: No notice required, hospital available, as required when 

conditions warrant. 

FRESH WATER: Available. 

REPAIRS: Minor ship repairs and all electrical repairs. 

CUSTOMS ALLOWANCE: Tobacco, 200 cigarettes per week per man. 

Wine/Spirits, Spirits allowed to officers. Beer to crew. 

AIRPORT: Moncton, 150 miles, Chatham, 70 miles. Pokemouche, 4 
es. 

TIME: Atlantic Standard Time GMT minus 4 hours, Daylight saving time 

mm first week-end in April to last week-end in October, clocks advanced 

ur. 


CANADA 


Police RCMP 727-5222; 
727-3435., 


POLICE/AMBULANCE/FIRE: Caraquet: 
Town Police, 727-1700; Fire, 727-1700; Hospital, 
Shippegan: Police, RCMP, 336-6444. Hospital, 344-2261. 
BANKS: 


National Bank of Canada. Tel: 727-3495. 

Royal Bank of Canada. Tel: 727-3447. 

GARBAGE DISPOSAL: Service is available. Collection can be made 
to ship's requirements. Charges are dependant on quantity. 

WASTE OIL DISPOSAL: Small quantities (approx. 1,000 gallons) can 
be disposed of using Terminal's own facilities. For larger quantities a 
specialist contractor is required. Contact: Inland Oil Ltd., Truro, Nova 
Scotia. Tel: 1-800-565-4383. Fax: 902-895-6349. 

SEAMAN’S CLUBS: Club associated with local Catholic church. 
Dances can be arranged and mini-bus collection is available. 
AUTHORITY: Fisheries and Oceans Canada, Small Craft Harbours 
Branch, P.O.Box 717, Tracadie, N.B. EOC 2B0. Contact: Tilmon Hache, 
Harbour Manager (Shippegan). Te/: (506) 336-4010, 336-8583. 

Le Comite du Port de Caraquet Inc., C.P. 3156, Caraquet, New 
Brunswick, Canada EOB 1KO. Tel: (506) 727-6145. FAX: (506) 727- 
6145. Contact: Rufin Doiron, Port Manager, R.R. No. 1, Site 9A, Bte 
ere N.B., EOB 1KO. Tel: (506) 727-6145 (Office), 727-4311 
(Home). 


SOREL, Quebec: 46.03 N. 73.09 W. 


DOCUMENTS: 

2 Crew Lists. 

2 Passenger Lists. 

3 Crew Declarations (Canadian Form Y14). 

3 Store Lists (Canadian Form E.1). 

Health Declaration (Canadian Form QS.2001). 

3 Cargo Manifests. 

3 Bills of Lading. 

General Declaration. 

PILOTAGE: Compulsory. Under the Montreal Pilotage Authority. 
Vessels coming in from sea secure Pilots at Escoumins, Quebec and 
Three Rivers. 

ANCHORAGE: Safe and roomy anchorage is provided in the 
St. Lawrence River off Sorel in a basin 9 miles long by 0.5 miles wide 
with 30 ft. to 50 ft. water depth. There is no tidal influence at this point. 
RESTRICTIONS: Speed limits not to exceed 8 knots in the Harbour of 
Sorel. Sections 8, 9 and 10 reserved for D.O.T. vessels. 

MAX. SIZE: From St. Lawrence Ship Channel there is a clear approach 
for 10.67 m. draft vessels to Outer Dock No. 15 and from 6.10 m. to 
9.14 m. to almost all other docks. 

HEALTH: Pratique may be obtained by radio to Quarantine Quebec. 
Health Officer boards on arrival. 

Sorel is also an organised quarantine sub-station. (See “Canadian 
Quarantine Requirements” for full particulars). 

RADIO: St. Lawrence River Marine Traffic Control, call sign VFN Sorel 
and VBK Three Rivers. 

RADAR: Radar service may be obtained by VHF from Montreal (80 km.). 
TUGS: Tugs are available all year round at Sorel. Their use is advisable 
for all berths in the Richelieu River, for berths in Lanctot Basin and at 
Section 5 for ships exceeding 250 ft. in length or having low 
manoeuvrability. They are also needed for large ships at Sections 15 
and 21 when leaving with an Easterly destination. 

BERTHING: Following depths are expressed in metres reduced to chart 
datum and must be used as guidance only. For up-to-date information 
refer to Canadian Marine Chart No. 1338 (Sorel Harbour). 

Transport Canada Wharves: 

Dock 5, berth 182.88 m. long, 9.14 m. depth. Dock 6, berth 106.68 m. 
long, 8.80 m. depth. Dock 7, berth 152.40 m. long, 8.53 m. depth. 
Dock 8, berth 160.02 m. long, 6.10 m. depth. Dock 9, berth 60.96 m. 
long, 6.10 m. depth. Dock 10, berth 160.02 m. long, 6.10 m. depth. 
Dock 16, berth 160.68 m. long, 4.88 m. depth. Dock 17, berth 213.36 m. 
long, 4.88 m. depth. 

Les Elevateurs de Sorel Ltee Wharves: (Private Wharves). 

Dock 11, berth 152.40m. long, 7.32m. depth. Dock 12, berth 
106.68 m. long, 7.32 m. depth. Dock 13, berth 76.20 m. long, 7.32 m. 
depth. Dock 14, berth 187.45 m. long, 8.30 m. depth. Dock 15, berth 
189.58 m. long, 10.67 m. depth. 

Omnimar Inc. Wharf: (Private Wharf). 

Dock 18, berth 167.74 m. long, 4.27 m. depth. 
Marine Industries Ltd. Wharf: (Private Wharf). 

Dock 19, berth 182.88 m. long, 6.10 m. depth. 
Fer & Titane du Quebec Whart: (Private Wharf). 

Dock 20, berth 335.28m. long, 9.14m. depth. Dock 21, berth 
335.28 m. long, 9.14 m. depth. 

CRANES: Mobile cranes up to 150 tons capacity available from local 
firms. 

BULK CARGO FACILITIES: (Public Wharves). Open storage space for 
approximately 20,000 tons available (75,000 sq.ft.) 

(Private Wharves). Les Elevateurs de Sorel Ltee: Steel and concrete 
grain elevators 5,500,000 bushels capacity, loading rate 144,000 
bushels/hr. Fer & Titane de Quebec: Electric mobile bridge capacity 
900 t.p.h. 

STEVEDORES: Available for loading and unloading at any berths. 
Working hours: 0800 hrs. — 1700 hrs. 

MEDICAL: Doctors and hospitals facilities available. 

DENSITY: Fresh water. 

FRESH WATER: Available by pipeline or tank-trucks at all berths. 
FUEL: Available from major oil companies by tank-trucks. Can also be 
obtained by barges from Montreal (50 miles). 

CONSULS: Almost all countries, nearest offices at Montreal. 


(See Plan) 


349 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


REPAIRS/DRY DOCKS: Marine Industries Ltd. shops are equipped for 
steel shipbuilding, construction of engines and boilers and repair 
services of all kinds. The Company has two marine railways, one of 
which is the largest end-hauling marine railway in the world, capable of 
launching and dry-docking cargo ships up to 12,000 tons deadweight 
with transfer or building area admitting of the construction of 8 ships at 
the same time. Ships of 5,000 d.w.t or smaller can be launched on the 
second marine railway. The facilities include modern shops, gas and air 
plants, as required for the building and repairing of all types of hulls and 
machineries, while subsidiary and associated companies in the same 
vicinity for rolling mills, heavy and precision machinery, heavy forgings, 
all kinds of steel brass and metal castings, propellers, etc. Omnimar 
Ltd., has docking facilities for repairs afloat of equipment, engine and 
eneral ship repairs. 
URVEYORS: Lloyd's. 
CUSTOMS: Sorel is a port of entry, customs board ships. 
CUSTOMS ALLOWANCES: 200 cigarettes for each man, Officers may 
be allowed one bottle wine/spirit, Master up to five bottles. 
REPATRIATION: Can be arranged through Department of Manpower 
and Immigration. 
AIRPORT: Nearest at Montreal (Dorval) 70 miles. 
TIME: GMT minus 5 hours. Daylight Saving Time: GMT minus 4 hours, 
applied from first Sunday of April until last Sunday of October each year. 
HOLIDAYS: New Year's Day, Good Friday, Easter Monday, St. John 
the Baptist Day, Dominion Day, Labour Day, Queen's Birthday, 
Thanksgiving (2nd Monday in October), Remembrance Day, Christmas 
Day, Boxing Day. 
POLICE/AMBULANCE/FIRE: Police/Fire 742-5656; Ambulance 742- 


9441. 

SERVICES: Ship's stores can be secured in Port. Tank cleaning 
equipment available. 

SHORE LEAVE: Crew members allowed ashore. No restrictions. 
REGULATIONS: Public Harbours Regulations. 

AUTHORITY: Transport Canada, Ports and Harbours, 15 Prince Street, 
Sorel, Quebec J3P 4J4. Tel: (514) 743-7931. Telex: 055-60882. 
Contact: Guy Gervais, Port Manager. 


SPRINGDALE, Newfoundland: 49.30 N. 56.05 W. 


LOCATION: Springdale is in Hall's Bay, a deep narrow inlet situated at 
the S.W. part of Notre Dame Bay, North coast of Newfoundland. 
RADIO: Comfort Cove (VOO). 
BERTHING: (1) The Main Government Whart is a finger pier with length 
90 m. and depth 10.0 m. Used for general freight. Oil pipelines on wharf. 
There is a red fixed electric light on outer end of wharf. 
(2) George Warr Wharf, berthing length 65 ft., depth alongside at LW 
28 ft. aft, 13 ft. forward. Shed 50 ft. x 30 ft. Used for general freight. 
No crane, electric light or water main on the wharves. Large ships 
load pulpwood at West Bottom. 
FRESH WATER: Not available. 
SURVEYORS: Lloyd's at St. John's. ABS at Halifax. 
GENERAL: Services: Post Office, Telegraph. 
Trade: Sawn lumber and pulpwood is exported. General merchandise 
is imported. 
Charts: Canadian Chart No. 4591. BA Chart No. 3223. 
AUTHORITY: Transport Canada, P.O.Box 1300, St. Johns, 
Newfoundland A1C 6H8. Tel: (709) 772-2288. Contact: Harbour and 
Ports Department. 
Local Authority: Ted Robinson, Wharfinger. Tel: (709) 673-4343. 


SQUAMISH, B.C.: 49.41 N. 123.10 W. 


PORT LIMITS, DOCUMENTS, PILOTAGE, 
RESTRICTIONS, HEALTH, See “Vancouver”. 
MAX. SIZE: LOA 700 ft. 

TUGS: 4 local tugs up to 1,800 h.p. Contact Squamish Tugboat Co., 
P.O.Box 1099, Squamish, B.C., VON 3GO0. Tel: (604) 898-3733. 
BERTHING: Two berths, length 450 ft. and 500 ft. Depth alongside at 
LW 38 ft. and 40 ft. respectively. Forest products mainly handled by 
ship's own gear. Fork lift trucks of 2,700 kg. — 11,300 kg. available. Flat 
bed dual control, 40 ft. length trucks for delivery to vessels available. 
CRANES: See “Vancouver”. 

MEDICAL: No advance notice required but in case of serious illness 
recommend Vancouver facilities. 

TANKERS: No facilities. 

DENSITY: 1025. 

FRESH WATER: Ample supply available by 1.5 in. hose at 60 gallons 
per minute. $0.99 Canadian per metric ton. 

FUEL, CONSULS, REPAIRS, DRY DOCK, SURVEYORS: See 
“Vancouver”. 

GANGWAY/DECK WATCHMEN: Not required. 

OPENING/CLOSING HATCHES: By Stevedores. 

CUSTOMS ALLOWANCES: See “Vancouver”. 

AIRPORT: 50 miles to Vancouver Airport — regular airlines. 

TIME: See “Vancouver”. 

HOLIDAYS See “Vancouver’’. 
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ANCHORAGE, 


POLICE/AMBULANCE/FIRE: Police (966) 898-9611. Ambulance 911. 
Fire (966) 898-9666. 

EMERGENCY CO-ORDINATION CENTRE: See “Vancouver”. 
TELEPHONES: Telephone can be put on board, $50 cost fo 
connection. 

SERVICES: See “Vancouver”. 

BANKS: Bank of Montreal, Bank of Nova Scotia, Royal Bank of Canada, 
SHORE LEAVE: No restrictions. 

GARBAGE DISPOSAL: No local collection service. See “Vancouver’. 
WASTE OIL DISPOSAL: See “Vancouver”. 

SEAMAN’S CLUBS: See “Vancouver”. 

AUTHORITY: Transport Canada, P.O.Box 371, Squamish, B.C. VON 
3G0. Tel: (604) 898-9433. FAX: (604) 892-1083. Contact: T.Bruusgaard, 
Harbour Master. 

Operator: Squamish Terminals Ltd, P.O.Box 1520, Squamish, B.C. VON 
3G0. Tel: (604) 892-3511. Telex: 04-53374. FAX: (604) 892-5623. 
Contact: J. R. Wilburn, Traffic Manager. 


STEPHENVILLE, Newfoundland: 48.30 N. 58.33 W. 
(See Plan) 


PORT LIMITS: Beginning at Indian Head (Lat. 48° 29’ 58" N., Long. 
58° 31' 49” W.); thence running true 210° for 1,700 yards; thence 
running true 320° for 6,000 yards; thence running true north for a 
distance of 2,100 yards more or less to the high water mark. 
DOCUMENTS: 

Completed Declaration of Health 

Valid Derat Certificate 

3 Crew Lists (Form 200) 

3 Crew Declarations (Form Y14) 

3 Ship’s Stores (Form E—1) 

3 Passenger Lists 

Manifests 

Clearance from Last Port 
PILOTAGE: Compulsory. Pilot boards at Fairway Buoy. Pilot ordered 
by reporting via any coastal radio station by radiotelephone or 
radiotelegraph to Pilots, Stephenville. 48, 24 and 12 hour ETA required. 
Time used must be GMT. The Pilot at Stephenville guards Channel 16 
(156.8 MHz.) and works Channel 11 (156.66 MHz.). 
ANCHORAGE: No sheltered anchorage in the harbour; vessels are 
exposed to prevailing westerly winds. Limited swinging room and poor 
a ground. 
RESTRICTIONS: A 75 m. wide x 2,200 m. long channel with a limiting 
depth of 10 m. has to be navigated to gain access to the turning basin 
which has a limiting depth of 9.2 m. Tidal range 1.1 m. at mean tides 
and 1.7 m. at large tides. Mariners are advi to obtain a copy of the 
Canadian Hydrographic Services Sailing Directions for Newfoundland 
and Chart No. 4885 and contact the Harbour Master for any changes 
in depth restrictions. 
RADIO: Stephenville Marine Radio, call sign VOJ. Halifax Marine Radio 
is recommended for all messages. 
BERTHING: Marginal Wharf: Length 293 m., depth 9.2 m. 
STEVEDORES: Ordered by Agent. 
MEDICAL: No advance notice required unless serious emergency. 
Hospital facilities available. 
TANKERS: Tanker berth is the main government wharf (960 ft. long). 
Discharge lines are: 1x6 in., 1x8 in. and 2x10 in. The pipelines and 
nearby tanks are owned by Harmon Corporation and are leased to users. 
DENSITY: Salt water. 
FRESH WATER: Available from pipes on dock at $1.00 per ton. Water 
pipe is operated by the Town of Stephenville. 
FUEL: Marine diesel available. Delivery by truck. 
CONSULS: Nearest Consuls are situated in St. John’s, which is 
approximately 500 miles away. 
REPAIRS: Minor repairs are possible locally. 
GANGWAY/DECK WATCHMEN: Usually crew. 
OPENING/CLOSING HATCHES: Normally carried out by vessel's crew. 
REPATRIATION: Can be arranged. 
AIRPORT: 5 miles from dock. 
TIME: GMT less 3.5 hours. Clocks advanced from first Sunday in Apri 
until last Sunday in October. 2 hours in 1988. 
POLICE/FIRE/AMBULANCE: Police 643-2118, Fire 643-2176, 
Russell's Ambulance 643-2472, Hospital 643-5131 
EMERGENCY CO-ORDINATION CENTRE: Coast Guard, St. John’s, 
Newfoundland. Tel: (709) 772-5151. 
TELEPHONES: Can be arranged be Newfoundland Telephone 
Company Limited, Market Division, P.O.Box 98, Corner Brook, Nfid 
Phone: 643-3197. Phone jack has already been installed on the dock. 
SHORE LEAVE: No restrictions. 
IDENTIFICATION CARDS: Not required. 
GENERAL: Ice is navigable throughout the Winter season. Extra 
information can be obtained from ice Operations in St. John's - 
Newfoundland, Tel: 709-737-2083. Cables: Ice Operations — St. John’s 
— Canadian Coast Guard. h 
AUTHORITY: Transport Canada, P.O.Box 1300, St. John’s, 
Newfoundland A1C 6H8. Tel: (709) 772-5154. Telex: 016-3369 
FAX: (709) 772-5127. Contact: D.A.Lester, Regional Manage, 
Harbours and Ports. 

Local Authority: G.R. McLaughlin, Area Manager, Harbours and Ports, 
Stephenville, Newfoundland. Tel: (709) 643-3632. 

J. Cochrane, Harbour Master. Tel: (709) 643-5625. 


SUMMERSIDE, P.E.|.: 46.23 N. 63.47 W. 


DOCUMENTS: 
2 IMM.200. 


(See Plan) 


$1. 

1 Quarantine 2001. 

2 Passenger Lists. 

1 Customs Document A.6. 
PILOTAGE: 24 hours notice of ETA to Agent who notifies Pilot. Pilot 
boards Fairway Buoy about 6 miles from wharf. 
ANCHORAGE: At Fairway Buoy in depths of 30 ft. — 35 ft. 
MAX. SIZE: 550 ft. length, 75 ft. beam, 24 ft. draft. 
HEALTH: Vessels coming from U.S.A. accepted without Pratique. 
Vessel from other countries radio telephone for permission. See also 
‘Montreal’. 
RADIO: Halifax N.S., Sydney N.S., Grindstone M.I., Charlottetown, 
P.E.I. 
TUGS: None available. 
BERTHING: Transport Canada Wharf: Length (West side) 600 ft. Depth 
at LW 26 ft. East side, length 600 ft. Depth at LW 19 ft. 

Additional Wharf: Length 300 ft., depth 17 ft. 

Holman Wharf: Length 300 ft., depth at LW 8 ft. 

Queen's Wharf: “L” shaped wharf, head length 155 ft., depth 5 ft. 
STEVEDORES: 24 hours notice required. 
MEDICAL: Hospital facilities available. Current vaccination/fever 
certificates required. 
FRESH WATER: Available 30 t.p.h. 
FUEL: Limited quantities by road tanker. 
REPAIRS: Only minor repairs. 
OPENING/CLOSING HATCHES: Crew/Stevedores. 
CUSTOMS ALLOWANCES: Tobacco: 1 carton per man per week. 
Wine/Spirits: Spirits 40 oz. per man per week. Further allowances made 
if Master requests. 
REPATRIATION: Can be arranged. 
AIRPORT: Charlottetown Airport 39 miles away. 
TIME: Atlantic Standard Time with daylight saving in Summer. 
HOLIDAYS: New Year's Day; Good Friday; Victoria Day (19th May); 
Dominion Day (1st July); Remembrance Day (11th November); 
Thanksgiving (13th October); Labour Day (1st September); Christmas 
Day. Plus all Saturday afternoons and Sundays. 
POLICE/AMBULANCE/FIRE: Police 436-9222; Ambulance dial “‘O” call 
operator; Fire 436-4848. 
TELEPHONES: Telephones can be placed on board. 
SHORE LEAVE: Crew allowed ashore. 
IDENTIFICATION CARDS: Passports required. 
AUTHORITY: Transport Canada, Charlottetown, Prince Edward Island. 
Tel: 566-7973. Contact: Wendall Morrison, Harbour Master and 
Wharfinger, 2 Morrison Ct., Summerside P.E.I. Tel: (Office) (902) 436- 
2924, (Home) (902) 436-5269. 

Transport Canada, P.O.Box 1013, Dartmouth, Nova Scotia, B2Y 4K2. 


SYDNEY, N.S.: 46.09 N. 60.12 W. 


DOCUMENTS: 

Crew's Declaration Y.14 in triplicate. 

Ship's Stores E.1 in triplicate. 

Crew Tally IMM.201 in duplicate. 

Report Inward A.6 in triplicate. 

PILOTAGE: Compulsory pilotage distance is approximately 12 miles 
and administered under the Atlantic Pilotage Authority. The area for 
Cape Breton Pilot embarkation is Sydney Outer Buoy: Lat. 46° 22’ N., 
Long. 60° 08’ W. To avoid delay in obtaining a Pilot, Masters must report 
by message addressed to Pilots, through Sydney Radio VCO or any 
Coast Radio Station 24, 12 and 6 hours before vessel's ETA. 
ANCHORAGES: The land-locked harbour affords safe anchorage for a 
large number of any size vessels with depths ranging from 40 ft. to 60 ft. 
RESTRICTIONS: Berthing allowed day or night. “Harbour Ice”, January 
to March, “Drift Ice” April to May. Navigable with aid of ice breakers 
requested from Ice Control at Sydney. 

MAX. SIZE: Governed by least depth in channel of 11.6 m. at the lowest 
Normal tides (average rise and fall 1.0 m. — 1.5 m.). 

HEALTH: Sydney is an official quarantine station. Radio Pratique 
obtained between 0900 and 1700 hrs. local time by radio message to 
Quarantine Sydney”. Information required from vessel is as follows: 

Name and nationality of vessel. 

Name of three previous ports called at during voyage. 

Port of destination and name of Agent. 

Nature of cargo. 

Date and place of last deratting or exemption certificate. 

Number of crew and passengers. 

Condition of health of all on board with details of any sickness or death 

occurring during the voyage. 

Vaccination status of crew and passengers. 

The ETA and any other information that may be required by the 

Quarantine Officers. 

The ship will require usual inspection on arrival. However, Radio 
Pratique will enable vessel to enter port, dock and commence loading 
or unloading operations prior to official quarantine clearance. Vessels 
which have not applied for Radio Pratique and all vessels with suspected 
ly og disease aboard will remain in quarantine until cleared. 


(See Plan) 


Station Call Letters Freq. kHz 
Sydney Radio vco 500 
Grindstone Island VCN 500 
Canso Radio VAX 500 
Halifax Radio VBO 530 
Cape Race VCE 500 


CANADA 


TUGS: Available but not compulsory. 
BERTHING: Syd-Port Industrial Park: 

Main Jetty: The outer face of the main jetty is 259 m. long with a 11 m. 
depth at LW. The inner face is 244 m. with 8.0 m. LW depth. 

Inner Quay: The length of the East face wall is 228.6 m. with 6.0 m. 
at LWOST. The North face wall is 183 m. with a maximum LW depth of 
6.0 m. graduating to 3.0 m. LWOST. 

Services: The services include fresh water, sewage, electric power, 
all weather paved roads joining the Trans Canada Highway network and 
4,564 feet of rail sidings connecting to major Canadian and U.S. rail 
systems. 

Sydney Steel Corporation Piers: 

No. 3 Pier: (Bulk Discharge Berth) Berthing length 213 m. Depth at 
LW 11.6 m. Equipped to handle bulk cargoes by self-unloading boom 
type vessels and conventional bulkers. Tower to be modified to enable 
handling of steel scrap cargoes. 

No. 4 Pier: (Steel Loading Berth) Berthing length 218 m. Depth at LW 
12.5 m. Equipped with one mobile portal type 46 tonne capacity crane 
to handle the loading of finished and unfinished steel products (including 
25 m. steel rails) and the discharging of scrap and other general cargoes. 
Crane equipped with a 120 ft. hinged boom with a 60 ft. back reach. 
Travel distance 430 ft. Pier equipped with three railway tracks under 
centre section of crane and one track on the water side. Fresh water is 
available Soe pipeline for marine diesel and bunker fuel. 

Cape Breton Development Corporation Coal Piers: 

oal Pier No. 4 has a berthing length of 246 m. with 9.14 m. of water 
alongside at LW. There is a 15,000 short ton storage pocket for coal 
and coke with an additional 2,000 tons loaded car storage over full bin. 
A conveyor belt system carries product to the pier head where it is boom 
loaded into vessels at an avers rate of 2,000 short tons per hour. This 
pier, the main of a series of three is connected with the CN railway 
system. Equipped with 4 in. line for fresh water. 

Also see “Shipmaster’s Report” and “General”. 

Sydney Government Whart: 

The berthing length of the West face is 242 m. with a 9.2 m. LW depth. 
The South face is 91 m. long sloping off to 4.5 m. LW depth. Facilities 
include a bonded warehouse (30m. x 60m.) and 30,480 sq.m. of 
bonded open storage with a rail spur line on the waterside with tailgate 
delivery in the rear. Fresh water and diesel bunkers also available. 
STEVEDORES: Available by phoning Rowe eat & Marine Service 
Ltd. (Tel: (902) 564-8452. Fax: (902) 562-8064) 24 hours before ETA 
of vessel. Ships cargo gear is usually employed but mobile cranes up 
to 125 tonnes are available at short notice for extended hire. 
MEDICAL: Two hospitals. 

TANKERS: 

Irving Oil Pier: Berthing length 24 ft. Depth alongside 23 ft. at LW. 
2x8 in. pipelines. 

Petrofina Wharf: “T" head pier. Berthing length 74 ft. Depth alongside 
22 ft. 1x10 in. pipeline. 

DENSITY: Average 1023. 

FRESH WATER: Available anytime, supplied through 2.5 in. hose at 
rate of 25 t.p.h., cost depending on tonnages, from $1.00 to 0.45 cents 
per ton, plus labour. 

FUEL: Marine diesel, bunker fuel and galley fuels are obtainable by 
pipeline at Pier Nos. 2, 3 and 4. Rate of bunkering approximately 
100 t.p.h. 

Suppliers: Northern Petroleum Ltd., 48 Fairview Street, Sydney, N.S. 
B1P 1P9. Tel: (902) 564-5152. 

Gulf Canada, 2020 University Street, Montreal, P.Q. H3A 2L4. 
Tel: (514) 284-7837. 

Petrofina Canada Inc., Marine Terminal, Sydney River, N.S. Tel: (902) 
539-6446. 

Jt Oil, Bulk Plant, Kings Rd., Sydney, N.S. Tel: (902) 564-5566. 
CONSULS: 

British and Canadian Shipping Master. 

Portugal Vice-Consul 794-3515. 

Honorary French Consular Agent, North Sydney 794-4800. 

Norwegian Vice-Consul, Sydney 564-9288. 

REPAIRS/DRY DOCKS: The Sydney Engineering and Drydocks have 
40,000 sq. ft. of production plants using skilled marine tradesmen. Also 
see “North Sydney”. 

SURVEYORS: See “North Sydney”. 

GANGWAY/DECK WATCHMEN: Crew sufficient. 
OPENING/CLOSING HATCHES: Crew. 

CUSTOMS ALLOWANCES: 200 cigarettes or 0.5 Ib. tobacco or 
15 cigars, each officer. 40 oz. of spirit per officer. 

REPATRIATION: Can be arranged. 

AIRPORT: Served by Air Canada, Air St. Pierre and C.P. Air. 

TIME: Sydney is on Atlantic Standard Time from the last Sunday in 
October to the first Sunday in April, and on Atlantic Daylight Time from 
the first Sunday in April to the last Sunday in October. GMT minus 
4 hours on Atlantic Standard Time and GMT minus 3 hours on Atlantic 
Daylight Time. 

HOLIDAYS: Christmas Day; New Year; Good Friday; Dominion Day; 
Thanksgiving Day; Labour Day. No work as a rule from 0800 to 0800 hrs. 


next day. 

POLICE/AMBULANCE/FIRE: Police 564-4415; Ambulance 564-5507; 
Fire 539-3552. 

EMERGENCY CO-ORDINATION CENTRE: Canadian Coast Guard: Oil 
spills and other emergencies from Sydney Harbour Area (no charge) 
ask operator for Zenith 49000. 

SERVICES: Compass adjusting, tank cleaning. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Seaman's identity cards. 

GENERAL: Loading Devco Coal: The Canadian Coast Guard has 
issued instruction for Masters loading Devco coal at Sydney. 

All Masters will receive the instructions before loading commences 
ral Coast Guard surveyors will be in attendance prior to and during 
loading. 

One of the important instructions is that the vessel must be equipped 
with a suitable surface ventilation system. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


SHIPMASTER’S REPORT: February 1988. 

Cape Breton's International Coal Pier has only one fixed pipe and is 
very unsuitable and unsafe for larger vessels, especially during Westerly 
winds, so it is suggested that Masters give a Letter of Protest to whom 
it may concern immediately after berthing. It is also suggested that the 
Chief Officer checks the density and reduces it for water temperature 
as the water is brackish, otherwise they can have significant 
discrepancies in quantity of cargo to be loaded. 

Max. air draft permitted at pier is 30 ft. 


AUTHORITY: Sydney Harbour Ports, P.O. Box 248, North Sydney, 
Nova Scotia B2A 3M3, Canada. Tel: (902) 794-3073/4631. FAX: (902) 
794-8824. Contact: George Wheeliker, Executive Director. Donald 
F.Rowe, Harbour Master. 


THOROLD, Ontario: 43.05 N. 79.10 W. 


LOCATION: Town on Welland Canal, about 8 km. South of Port Weller 
and 32 km. North of Port Colborne, both ports being the entrances of 
the Canal linking Lake Ontario with Lake Erie. 

RESTRICTIONS: Channel depth: Maximum permissible draft in the 
Welland Canal and approaches is 7.92 m. (26 ft.). 

Navigation season: April 1st to December 30th on the average. 
HEALTH: Incoming vessels obtain clearance at Quebec City when 
coming from a foreign port. 

RADIO: Ship-to-shore communications: Through Toronto Coast Guard 
(VBG) or Buffalo (WBL). 


BERTHING: 
Industrial Dock, Wharf No. 5: 
Type: Coal. 
Equipment: _ Self-unloaders. 
Length: 152.4 m. (500 ft.) 
Depth: 5.50 m. (18 ft.) 
Operator: Industrial Docks & Supplies Ltd. 


Industrial Dock, Wharf No. 6: 


Type: Various Bulk and General Cargo Commodities. 
Equipment: 1-—2.7 ton Crawler Crane, 1—3.2 ton Crawler Crane. 
Length: Dock Wall 121.9 m. (400 ft.), 

Berth 342.9 m. (1,125 ft.) 
Depth: 8.23 m. (27 ft.) 
Capacity: 90,000 tonnes. 
Operator: Industrial Docks & Supplies Ltd. 


Ontario Paper Pulpwood Dock, Wharf No. 7: 


Type: Unloads Chemicals. 

Equipment: Ship's Gear 

Length: 186 m. (610 ft.) plus 210 m. (690 ft.) between dolphins 
at East end. 

Depth: 8.23 m. (27 ft.) 

Operator: The Ontario Paper Company Ltd. 


Ontario Paper Dock, Wharf No. 8: 
No longer in commercial use. 

Length: 132.3 m. (434 ft.) 

Depth: 7.3m. (24 ft.) 
Beaverboard Dock, Wharf No. 9: 

No longer in commercial use. 

Length: 306.3 m. (1,005 ft.) 

Depth: 8.23 m. (27 ft.) 
MEDICAL: Maplehurst Hospital, Thorold; St. Catharines General 
Hospital, and Hotel-Dieu Hospital, both in St. Catharines. 
REPAIRS: Minor repairs possible. 
DRY DOCKS: None. 
HOLIDAYS: Customs and Canal Officials always available during the 
season. 
SERVICES: Supplies available. 
GARBAGE DISPOSAL: Not available locally. 
WASTE OIL DISPOSAL: Not available locally. 
SEAMAN‘S CLUBS: None. 
AUTHORITY: St. Lawrence Seaway Authority, Niagara Region, P.O.Box 
370, 508 Glendale Avenue, St. Catharines, Ontario L2R 6V8, Canada. 
Tel: (905) 641-1932, (nights (905) 641-1939). FAX: (905) 682-4525. 
Contact: C.G. Treparnier, Regional Vice-President. 


THUNDER BAY: 48.25 N. 89.13 W. (See Plan) 


For important General Information refer to “St. Lawrence Seaway”. 
DOCUMENTS: As inland Port all documentation carried out by 
Authorities in Montreal, prior arriving. Only when vessels have called at 
United States Port after departing Montreal, and prior arriving at Thunder 
Bay, will any changes in documentation be necessary; which will consist 
a a ee States Customs Clearance. Certificates to be available on 

ara: 

Immigration papers. 

1 copy QS 2 (Health Certificate). 

3 copies of Ships’ Stores. 

Crew Declaration. 

Customs Clearance. 
All of the above will have been stamped in Montreal. 
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PILOTAGE: Pilots are obtained by Agent at Master's request, at which 
time the location of boarding the ship will be stipulated. Ship's Masters 
are able to contact Agent by ship-shore duplex through VBA Marine 
Radio, Thunder Bay. 

ANCHORAGE: Anchorage areas defined by Thunder Bay Harbour 
Commission but due to large area and number of entrances to Harbour, 
Masters are permitted considerable latitude in making own decisions 
Usual areas are approximately 1 mile outside of Harbour breakwall, free 
of shipping lanes. 

HEALTH: Pratique granted at Montreal. 

RADIO: Radio station: VBA Thunder Bay is Transport Canada station 
offering duplex services. 

VBA operates 24 hours per day during shipping season on following 
frequencies: 

VBA Canadian Coast Guard Radio Station, Federal Post Office 

Building, 244-33 South Court Street, Thunder Bay, Ontario P78 
5L2. Temp. Tel. (807) 345-8084. 
(FM) Channels 16, 26, and 28 
VBA: Thunder Bay Coast Guard Radio 
Telecommunications Operations Manager 
Canadian Coast Guard. 
244 Lincoln St., Room M 11. 
(807) 345-4918 
TUGS: Arranged mutually by Shipmaster's and Agents on arrival in port. 
Ship lines used. Four tugs available. 
Tug Service: Gravel & Lake Services 
P.O.Box 2180 
Thunder Bay, Ontario 
(807) 345-7305 
Thunder Bay Tug Services, 
RR No. 6 
Thunder Bay, Ontario P7C 5N5 
Tel: (807) 343-4784 
BERTHING: Navigational Channels for approaching or leaving the Port 
of Thunder Bay are identified on Canadian Hydrographic Chart 2301. 
Chart 2314 is the official chart for navigation within the Port. All vessels 
within the harbour limits are subject to Thunder Bay Harbour 
Commission By-Laws. 

The Port is divided into four sections: Main Harbour North, Main 
Harbour Centre, Main Harbour South and Delta Harbour. There are three 
entrances into Main Harbour and two entrances into Delta Harbour. The 
Port is accessible on a 24 hour basis. 

Berthing Facilities: 
Main Harbour North: 
PASCOL Engineering. 


Dry dock 228 m. Ship repairs 

Marginal dock 427 m. 
United Grain Growers “A” 

Berthing length 452 m. Grain 
Saskatchewan Wheat Pool 4A and 4B 

Berthing length 414 m. Grain 
Richardson Terminals Ltd. 

Berthing length 274 m. Grain 


Great West Timber 
Berthing length 250 m. 
Main Harbour Centre: 
Northern Wood Preservers 
Berthing length 189 m. 
Manitoba Pool Elevator 3 


Forest Products. 


Forest Products 


Berthing length 335 m. Grain 
Canada Matting Co. Ltd. 

Berthing length 305 m. Grain 
Saskatchewan Wheat Pool 7A 

Berthing length 518 m. Grain 
Saskatchewan Wheat Pool 7B 

Berthing length 341 m. Grain 
United Grain Growers “M” 

Berthing length 377 m. Grain 
Manitoba Elevator No.1 

Berthing length 273 m. Grain 
Parrish & Heimbecker 

Berthing length 305 m. Grain 


Main Harbour South: 
Transport Canada — Coast Guard 
Berthing Length 122 m. 


Keefer Terminal 
Berthing length 196 m. 
Berthing length 365 m. 


Government Dock 
Helicopter Landing Pad 


General Cargo Facility 
Ocean Freight 

Lake Freight 

Marginal Wharf, Mobile 
Cranes, Water, 
Telephone, & Hydro 
Storage 


Berthing length 215 m. 


Delta Harbour: 
Imperial Oil Ltd. 
Berthing length 2 dolphins 


Berthing for own 
Tankers 
Fuelling Facilities 


Thunder Bay Terminals Ltd. 
Berthing length 262 m. 


Petro Canada Inc. 
Berthing length 46 m. 


Esso Petroleum Canada 


Berthing length — Centre platform 


CP Rail Wharf 
Berthing length 223 m. 


Dry Bulk Transhipment 
Facilities 

Berthing for own 
Tankers 


Berthing for own 
Tankers 


Open Dock 


pierre Gagne Contracting 
Berthing length 283 m. 


General Chemical Ltd. 
Berthing length 35 m. 
Western Grain By-Products 
Berthing length 300 m. 
N.M. Paterson & Sons 
Berthing length 274 m. 
Dow Chemical Ltd. 
Berthing length 60 m. 


Canadian Forest Products Ltd. 
Berthing length 350 m. 


Open dock only 

2 Breasting Dolphins 
Grain By-Products 
Open Dock 

Marginal Dock 


Private Docks 


Valley Camp “A” Dry bulk transhipment 
Berthing length 223 m. facility 

Valley Camp “B" Dry bulk transhipment 
Berthing length 389 m. facility 


Ontario Hydro Generating Station 
Berthing length 207 m. 


Cargill Grain Ltd. 

Berthing length 300 m. 
Abitibi-Price (Mission Mill) 
Berthing length 646 m. 
CRANES: Crane and Equipment Rentals: Thunder Bay Harbour 
improvements Ltd., P.O.Box 2119, Thunder Bay, Ontario. Tel: (807) 344- 

7294. 


BULK HANDLING FACILITIES: Grain Terminals: 


Marginal Dock 
Grain 


Marginal Dock 


Total 
Elevator Company Commodities Handled Storage Loading 
Capacity Rate 
(tonnes) — (tonnes/hr.) 
Canada Malting Co.Ltd. Malt & Malt By-Products, 
Barley 62,800 600-1,000 
Cargill Limited All Grains plus Canola, 
Flax, Canary, Mustard 176,020 1,500 
Manitoba Pool Elevators Wheat, Oats, Barley, 
Oilseeds, Rye, 
Speciality Crops 
2 Locations: Pool 3 150,000 2,000 
Pool 1 170,000 2,000 
Parrish & Heimbecker 
Limited Wheat, Oats, Barley 40,000 1,000 
Richardson Terminals Cereal, Grains and 
Limited Oilseeds 208,505 2,000 
Saskatchewan Wheat Wheat, Oats, Barley, 
Pool Oilseeds, Rye and 
Terminals 4A & 4B Speciality Crops 223,180 3,200 
7A Grain Screening Pellets 362,648 3,400 
7B 1,200 
United Grain Grain, Oilseeds, 
Growers Limited Pellets 
Speciality Crops 
2 Locations: Elevator A 231,000 1,900 
Elevator M 91,000 2,300 
Western Grain Pellets, By-Products, 
By-Products Speciality Crops 
Storage Limited Custom Bagging 30,000 1,200 


DRY BULK FACILITIES: Dry bulk commodities such as coal, potash, 
and other free-flowing mineral and agricultural products account for 
about 25% of the port's overall tonnage. Coal and potash are railed from 
Canada’s prairie provinces into Thunder Bay, where ships take on loads 
of up to 30,000 tonnes. 

Thunder Bay Terminals Limited and Valley Camp Inc. handle such 

commodities as coal, potash, urea, sand, stone, salt, gold concentrates, 
limestone, bark chips, uncleaned grain, and grain by-products. 
Thunder Bay Terminals Ltd.: Thunder Bay Terminals Ltd. provides the 
link between rail and vessel for the movement of low sulphur bituminous 
and lignite coal from mines in British Columbia, Alberta, and 
Saskatchewan, destined for Ontario Hydro’s thermal generating stations. 
The facility also handles metallurgical coal for Ontario and international 
markets, as well as other dry bulk commodities such as potash, urea 
and various agri-products. A 262 m. berth is available for ships. In terms 
Of rail capabilities, unit trains of approximately 100 gondola cars each, 
arrive at the terminal along a 400 m. elevated loop track that surrounds 
the property. A complete unit train can be unloaded within two and a 
half hours. in 1984, a new, highly efficient dry bulk handling system was 
added for direct rail to vessel transshipment of virtually any free-flowing 
dry bulk commodity. Trains of up to 120 bottom dump hopper cars can 
be unloaded in less than 3 hours. Product quality is maintained by 
features which virtually eliminate product contamination, degradation, 
and segregation. The site is serviced by road and CP Rail, with CN Rail 
access for all commodities. 

Storage capacity: 1,500,000 tonnes. Rate: Up to 8,000 tonnes/hr. and 
average 5,000 tonnes/hr. for coal, and up to 7,500 tonnes/hr. and 
pekets 4,000 tonnes/hrs. for dry bulk cargoes (potash, grain, urea, 

lets). 
Valley Camp Inc.: Valley Camp Inc. has 3 cargo handling areas. The 
facility has a free-flowing dry bulk transfer system, a bulk commodity 
dock with cranes, and a dry bulk handling facility. The latter was added 
IN 1984 to meet the growing demands of the industry. This highly efficient 
System offers covered transfer, so that clean product flow is maintained 
and there is no fear of product contamination or degradation. The facility 
can accommodate vessels up to 304 m. at its docks which are 550 m. 
and 201 m. in length. A 24 m. deck scale for heavy bulk trucking is also 
rmsd on the site. Valley Camp offers outside ground storage for over 
rt Sl tonnes of cargo, and has an annual throughput capacity for 

0 million tonnes of cargo. The site is serviced by road and CN Rail, 

with CP access via CN switching. 
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Rates: 
Loading Commodities Storage Loading 
System Equipment Handled Capacity Rate 
(tonnes) (tonnes/hr.) 
Dry Bulk All weather Potash, grain Up to 6,000 
Handling covered area average 4,000 
Facility conveyors, grain by- 
dumper pit, products 
quandrant-type and agri- 
shiploaders. products. 
Dry bulk Shiploaders, Coarse ore, iron 1,500,000 Up to 6,700 
Transfer dumper pit, ore average 5,000 
Facility radial stacker, _ pellets, coal. 
bucket wheel 
reclaimers. 
Bulk 2 Gantry Bridge Aggregate, coal, 500,000 Dependent on 
Commodity Cranes scrap metal, commodity 
Dock 20 ton & 12 ton structural steel, 
mineral 
concentrates and 
other like 
products. 


GENERAL CARGO FACILITIES: The Keefer Terminal is the principal 
general cargo facility available at Thunder Bay. The ocean vessel shed 
is 121.9 m. long, has a dock 198.1 m. long with a maximum apron width 
of 19.8 m. All types of import and export general cargo and heavy lifts 
can be handled at this Terminal. Rental mobile cranes are available. 
Dockside rail available. 

MEDICAL: All facilities available and may be arranged through Agent 
or by calling 623-7451. 

TANKERS: Petroleum Products: There are two petroleum companies 
that use the Port of Thunder Bay — Esso Petroleum Canada and Petro 
Canada Inc. The products are shipped to Thunder Bay for storage and 
further distribution to service stations, manufacturing and pulp and paper 
industries. 

Chemicals: There are two chemical companies which maintain storage 
facilities at the port. General Chemical Co. receives calcium chloride, 
via the marine mode, from Southern Ontario. It is offloaded into storage 
tanks for distribution throughout Northwestern Ontario. 

Dow Chemical Canada receives caustic soda by rail from Alberta. The 
product is offloaded into large storage tanks for local use and for further 
shipment to Eastern Canada and the United States. 

The port has available storage tanks and docks for initiatives in canola 
oil, liquid nitrogen or other liquid bulk products. 

Also see “Berthing”. 

DENSITY: Fresh water port. No tide. 

FRESH WATER: Available. Contact: Keefer Terminal, P.O.Box 2266, 
Thunder Bay, Ontario. Tel: (807) 345-6400. 

FUEL: Light diesel available by tank truck. Bunker “C” only in 
emergencies. Contact: Esso Petroleum Canada, 1020 Pacific Avenue, 
P.O.Box 632, Thunder Bay, Ontario. Tel: (807) 623-1551. 

CONSULS: Following countries are represented at Thunder Bay: 

Denmark, Finland, Greece, Italy, Netherlands and Norway. 
REPAIRS: Full repairs available. Includes mobile equipment by both 
land and water conveyances. 

Ship Repairs: PASCOL Engineering, P.O.Box 2690, Thunder Bay, 
Ontario. Tel: (807) 683-6261. 

Fabmar Industrial & Marine Fabricators, 1019 Pacific Avenue, 
Thunder Bay, Ontario P7C 2S7. Tel: (807) 623-5212. 

SURVEYORS: Surveyors and Weighers (Consulting): SGS Supervision 
Services Inc., 203 Briar Bay, P.O.Box 1101, Thunder Bay, Ontario. 
Tel: (807) 475-8955. 

Thunderbell Marine Consultants, 202-244 Camelot Street, P.O.Box 
2116, Thunder Bay, Ontario. Tel: (807) 344-7442. 

Steamship Inspection: Transport Canada, 325-33 S. Court Street, 
Thunder Bay, Ontario. Tel: (807) 345-6953. 

GANGWAY/DECK WATCHMEN: May be arranged through Agent. 
OPENING/CLOSING HATCHES: Normally done by crew. 

CUSTOMS ALLOWANCES: Tobacco, 200 cigarettes or 50 cigars every 
7 days. Spirit/Wine: Officers: 1 bottle liquor each 7 days. Crew: Beer 
only, at Master's discretion. 

CARGO GEAR: Normal safety certificate only required. 

AIRPORT: Served by major Canadian airlines. 

TIME: Eastern Standard Time GMT minus 5 hours. Daylight saving time 
from first week-end in April to last week-end October, clocks advanced 
1 hour. 

HOLIDAYS: During shipping season from April to mid-December on 
which stevedores do not work: May 24th, July 1st, September 1st, and 
Thanksgiving Day (October). Work can be arranged at overtime rates. 
POLICE/AMBULANCE/FIRE: Thunder Bay City Police Tel: 623-6471 
and 911. Fire and Ambulance contacted most easily through “VBA” 
Thunder Bay or Tel: 623-5123 and 623-4542 respectively. Dial 911 for 


emergencies. 

TELEPHONES: Telephones at each terminal/facility. 

SERVICES: 

Compass Repairs: Sperry Marine Systems, Thunder Bay 


Telecommunications, Thunder Bay, Ontario. Tel: (807) 625-1200. 

Mr. Ron Thomson (setting only), 36 McKibbon Street, Thunder Bay, 

Ontario. Tel: (807) 344-6481. 
Garbage Removal: Thunder Bay Marine Services Ltd., P.O.Box 2565, 
Thunder Bay, Ontario. Tel: (807) 344-9221. 
Radio Repairs: Thunder Bay Communications, 1135-A Russell Street, 
Thunder Bay, Ontario. Tel: (807) 623-1211. 

Miskelly's Electronics Limited, 60 Squire Street, Thunder Bay, Ontario. 
Tel: (807) 343-4880. 

Ship Chandler: Frank's Locker Service, 1090 Lithium Drive, Thunder 
Bay, Ontario. Tel: (807) 346-8388. 

Bay Quality Meats, 282 Bay Street, Thunder Bay, Ontario P7B 1R8. 
GARBAGE DISPOSAL: Variety of garbage collection/disposal services 
available on request from Browning-Ferris Industries Ltd, 566 11th Ave, 
Thunder Bay, P7B 2R6. Tel: (807) 344-5736. Fax: (807) 345-9228. 
Services and charges on request. 
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WASTE OIL DISPOSAL: Potter Pumping Service Ltd., RR2, Arthur St., 
Thunder Bay, P7C 4U1. Tel: (807) 939-2994. 

A-1 Sewage Service Ltd., RR5, Highway 17, Thunder Bay, P7C 5N9. 
Tel: (807) 939-2712. 
SEAMAN’S CLUBS: Missions to Seamen, c/o Keefer Terminal, Main 
Street at Waterfront, Thunder Bay. Tel: (807) 344-8241. 
CURRENCY: Canadian Dollar. 
AUTHORITY: Port of Thunder Bay, Thunder Bay Harbour Commission, 
P.O.Box 2266, Thunder Bay, Ontario P7B 5E8. Tel: (807) 345-6400. 
Fax: (807) 345-9058. Contact: C. A. Cook, Port Manager and C.E.O. 
Dennis Johnson, Harbour Master. 


TORONTO, Ontario: 43.40 N. 79.25 W. (See Plan) 


For important general information refer to “St. Lawrence Seaway”. 


DOCUMENTS: Master should prepare for boarding of Customs, 
Immigration Officers: 
Customs: Crew Declaration Lists (in triplicate) and Ship Store Lists 
(in triplicate). 
Immigration: Crew List and Passenger List (in duplicate). 
PILOTAGE: As required by Great Lakes Pilotage Authority. 
ANCHORAGES: Vessels anchor in Humber Bay or in Inner Harbour. 
Anchorages allotted by the Harbour Master. 
RESTRICTIONS: Vessels may enter port area at any time. 
MAX. SIZE: The port has facilities to accommodate any vessel which 
can navigate the St. Lawrence Seaway Locks. 
Max. size of vessels permitted to transit the Seaway: 
(a) Ships not exceeding 730 ft. overall and 75 ft. 6 in. extreme breadth 
may transit. 
(b) Masts must not exceed 117 ft. above the water level. 
(c) Max. draft 26 ft. 
HEALTH: See “Montreal”. 
RADIO: Controlling radio station in the Toronto area is VBG Toronto. A 
port communications centre is located in the Harbour Master's Office 
and operated for emergency, safety and operational requirements. Ships 
entering Toronto Harbour should contact the Toronto Harbour Master's 
Office for information by radio telephone. Call sign XJF on frequencies: 
156.8 MHz — Safety 
156.6 MHz — Working and Calling 
156.7 MHz — Alternate Working 
TUGS: Not normally required but available. Tugs use ship's lines. 
BERTHING: 20 berths available, 2 of which are Ro/Ro berths. 
CRANES: Stationary dockside crane, capacity 300 short tons at Marine 
Terminal 35, floating crane 50 ton capacity and mobile crane 40 ton 
capacity available. 
SPECIALISED CARGO HANDLING FACILITIES: The following 
companies offer berthage and storage for the bulk commodities 
indicated: 
Liquid Chemicals: Allied Chemical Co., Domtar (no waterside storage 
tanks, trucked directly from vessel). Liquiterminals at Berth No. 425. 
Cement: Essroc Canada, Lafarge Canada. 
Molasses: Gooderham & Wortz. 
Oil: Texaco, Imperial Oil, Sun Oil, Canadian Fuel Marketers, BP, Gulf, 
Shell, Roy-L Canadian Fuel, Milnes Fuel Oil, Caloil. 
Salt: Canadian Salt Co., Domtar, Akzo Salt. 
Chemicals: Domtar. 
Sugar: Redpath Sugars Ltd. 
Vegetable Oils: Rothesay Concentrates Co. Ltd., Liquiterminals Ltd. 
BRIDGES: Two bridges — Ship Channel Bridge and Keating Channel 
Bridge. Both lift bridges, no height restriction. 
STEVEDORES: General rule is 24 hours notice. 
To work ship at 1300 hrs., order gangs by 1030 hrs. the same day. 
To work ship at 1800 hrs., order gangs by 1600 hrs. the same day. 
To work ship at 0800 hrs., order gangs by 1530 hrs. previous day. 
MEDICAL: Doctor and hospital facilities available. 
TANKERS: Diameter of load/discharge lines are the American Standard 
8 in. Max. draft at berths is 26 ft. 
DENSITY: Fresh water. 
FRESH WATER: Available at all berths. 
FUEL: In most cases, vessels bunker in Montreal. Fuel available at 
12 hours notice, either by road tanker or at oil berths. 
Shipmaster's Report: Fuel and lub-oils only delivered by road tankers 
and vessels are not allowed to bunker while alongside Redpath Sugar 
Berth. Bunkers not available on Sundays and hoiidays due to 
Department of Transportation regulations ruling that no trucks are 
allowed on highways those days. 


CONSULS: 

Belgium Germany Norway 
Brazil Greece Peru 
Colombia Guatemala Portugal 
Costa Rica Israel Spain 
Cuba Italy Sweden 
Denmark Japan Switzerland 
Ecuador Lebanon Thailand 

El Salvador Mexico Turkey 
Finland Netherlands United States 
France Nicaragua Yugoslavia 


REPAIRS: Most repairs not requiring dry dock can be carried out in 
Toronto. Nearest dry dock is located at Port Weller, 30 miles distant. 
GANGWAY/DECK WATCHMEN: Crew member or hired by Agent. 
OPENING/CLOSING HATCHES: Carried out by stevedores. 
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CERTIFICATES: 

Certificate of Registry. 

Articles of Agreement. 

Log Book. 

Safety of Life at Sea. 

Safety Equipment Certificate. 

Safety Construction Certificate issued by the Country to which the 
ship is registered. 
CUSTOMS ALLOWANCES: Tobacco, Crew entitlement on first arriva 
in Canada — 200 cigarettes, 50 cigars, 2 pounds of tobacco. Wine and 
or Spirit, Crew entitlement on first arrival in Canada — 40 oz. of spirits 
liquors or wines. 
CARGO GEAR: Vessel requires a tackle equipment book and 2 
certificate covering cargo equipment which must be kept up to date ang 
notated every 12 months by a competent person. Port of Toronto has 
modern equipment including stationary Atlas crane, 300 ton capacity 
mobile container crane designed for loading and unloading 20 ft. ang 
40 ft. containers; 56 ton overhead lift truck equipped with a 40f 
spreader frame; 12 mobile cranes with capacity 16 tonnes — 46 tonnes 
Two additional container handlers and 50 ton floating crane. Private 
cranes, ranging in capacity from 20 tons to 150 tons are available by 
arrangement. 
REPATRIATION: All facilities. 
AIRPORT: (1) Toronto Island Airport located at Western end of harbour 
General aviation only with regular airlines. 

(2) Toronto International Airport approximately 15 miles distant. Airpor 
is served by nine regular airlines. 
TIME: GMT minus 5 hours. Two alterations made to clocks during year 
(1) First Sunday morning in April, Eastern Standard Time to Eastem 
Daylight Time 1 hour ahead. (2) Last Sunday morning in October, 
Daylight Time to Eastern Standard Time 1 hour back. 
HOLIDAYS: Work can be arranged on any holiday at double time rate 
with the exception of Labour Day which is the first Monday in September 
of each year. No work is done on this day. 
POLICE/AMBULANCE/FIRE: Emergency numbers as follows: Marine 
Unit 324-0500; Port Security 462-1244; Emergency No. 911. 
TELEPHONES: No arrangements available for placing telephones on 
board. 
SHORE LEAVE: No restrictions. 
arse aides CARDS: Visitor passes available from port police 
office. 
GARBAGE DISPOSAL: Contact Waterman’s Services (Scott) Ltd. 
Tel: 466-3047. Pick-up only as required by vessel. Cost per visit $ 75.00 
(for regular amount of garbage), $125.00 per visit for excessive 
amounts. 
WASTE OIL DISPOSAL: Local waste disposal services by tank trucks. 
Large quantities handled by barge. Contact McKeil Marine, Hamilton, 
Ontario. Tel: (416) 528-4780. 
SEAMAN’S CLUBS: The Missions to Seamen provides all types of 
facilities and arranges private bus trips to Niagara Falls. 
AUTHORITY: The Toronto Harbour Commissioners, 60 Harbour Street, 
Toronto, Ontario, Canada M5J 1B7. Tel: (416) 862-2000. Telex: 06 
219666. FAX: (416) 863-4830. Cables: Torport or Worldtrade Toronto 
Contact: John Jursa, Director — Public Affairs. G.F. Reid, Acting General 
Manager. Captain J.W. Brewster, Harbour Master and Director of 
Terminal Operations. 


TROIS RIVIERES, Quebec: 46.22 N. 72.34 W. 
(See Plan) 


DOCUMENTS: 

1 set Crew List. 

1 set Passenger List. 

1 copy Health Document. 

3 sets Cargo Manifest or Bill of Lading. 

1 set Ship's Stores List. 

1 set Crew Effects Declaration. 

1 copy Last Port Clearance. 

i copy Ship's Papers. 
PILOTAGE: Pilots take charge of vessel at Quebec for Trois Rivieres 
destination. See “Quebec” for further information. 
ANCHORAGES: No vessel shall, except in an emergency, anchor within 
the harbour without prior permission from the Port Manager and then 
only at such place as is assigned. The anchorage area used for Trois: 
Rivieres is located approximately 2 miles up river. 
RESTRICTIONS: Port open to navigation 12 months of the year. From 
January — March inclusive, vessels should be reinforced for ice. 
MAX. SIZE: Max. draft 11.0 m. (no tide). 
HEALTH: Trois-Rivieres is a Port of Entry. Port doctor at the service o! 
vessels. Also see “Montreal”. 
RADIO: St. Lawrence River Marine Traffic Control call system letters 
VBK Trois-Rivieres. 
TUGS: Not usually considered necessary for berthing ships. Howeve' 
tugs can be made available upon advance notice. 
CRANES: Mobile cranes (private) up to capacity 200 tons available. 
STEVEDORES: Stevedores available through local stevedoring firms 
MEDICAL: If medical service is required upon arrival, call through No. 7 
(St. Lawrence River Marine Traffic Control System). Hospital facilities 
available. 
TANKERS: Chemical products handled at 2 wharves with depths 9.1m 
and 10.6 m. Diameter of lines 8 in. 
FRESH WATER: Hoses connected to harbour hydrants at 14 berths, 
rate 15 tonnes per hour. 
FUEL: Certain types of fuel oil, in quantity, supplied to ships by truck 
Diesel oil is also available. 
CONSULS: At Montreal. 


BERTHING: 20 berths are available, including 16 open and 4 shedded. 
Total berthing length: 3,189 m., including 2 private berths. 

Ports Canada Facilities: 

i 


Wharf Depth at 
Berth Length LW Remarks 
No. (m.) (m.) 
a a 
1 152.4 9.1 Shed 
2 121.9 9.1 
3 217.9 9.1 
4 117.3 6.4 
6 91.4 6.4 
7 91.4 6.4 
9 99.0 6.4 
10 251.0 10.6 2 Sheds 
11 229.0 10.6 Shed/Ro-Ro ramp 
13 182.9 9.1 Shed 
14 152.4 10.6 Shed 
15 121.9 10.6 
16 175.3 10.6 
17 221 10.6 
19 221 9.41 
20 221 10.6 
Cap-de-la-Madeleine 122.5 9.1 
Ste Angele 197.8 4.8 
Private Facilities: 
Name of Depth 
Berth Length LW Remarks 
(m.) (m.) 
Tripap Wharf 226.8 - Receiving pipeline 
for bunker oil. 
42.5 ton 
cranes for pulpwood 
Stone Consolidated Inc. 103.6 8.5 Receiving pipeline 
(Wayagamack Division) for Bunker oil 
Wharf 
Grain Facilities: 
Loading 


Loading capacity 
Capacity galleries tonnes 


Elevators intonnes_ at berth per hour Remarks 

No. 1 2 Marine legs at Berth 17 
No. 2 | 110,000 16 2,100 Unloading capacity 1,960 
No. 3 tonnes per hour 


DRY DOCKS: None. 

REPAIRS: Minor repairs done by local machine shops. 
GANGWAY/DECK WATCHMEN: Not necessary except if dangerous 
cargo on board. 

OPENING/CLOSING HATCHES: Carried out by stevedores. 
CUSTOMS ALLOWANCES: 200 cigarettes each and/or 2 Ib. tobacco. 
Wine and/or Spirits: One bottle each. 

REPATRIATION: Can be arranged. 

AIRPORT: 5 miles distant. No scheduled flights. 

TIME: EDST from first Sunday of April to last Sunday of October, then 
normal EST. 

HOLIDAYS: New Year's Day (Jan. 1st and Jan. 2nd); Good Friday; 
Easter Monday; Victoria Day; St. Jean Baptiste Day; Canada Day; 
Labour Day; Thanksgiving Day; Remembrance Day; Christmas Day, 
Boxing Day (Dec. 25th and Dec. 26th). 

POLICE/AMBULANCE/FIRE: Police and Fire 374-3535; Ambulance 
373-0505, 376-1212, 376-1286; Poison Treatment 1-800-463-6050. 
SERVICES: Compass adjusting only. 

SHORE LEAVE: Crew allowed ashore. 

IDENTIFICATION CARDS: Seamen's card and/or passport. 
GARBAGE DISPOSAL: Arrangements through ship's local agent. 
WASTE OIL DISPOSAL: Arrangements through ship's local agent. 
SEAMAN’S CLUBS: None. 

CURRENCY: Canadian Dollar. U.S.$1.00 = C$1.20 (daily variations). 
AUTHORITY: Port of Trois-Rivieres, 1545 du Fleuve, P.O.Box 999, 
Trois-Rivieres, Quebec G9A 5K2. Tel: (819) 378-3939. Fax: (819) 378- 
2487. Contact: Captain Serge Tremblay, General Manager. Robert 
Masson, Manager, Projects and Development. Rejean Nadeau, 
Manager, Technical Services. 


TWILLINGATE, Newfoundland: 49.40 N. 54.45 W. 
(See Plan) 


PILOTAGE: Pilotage is not compulsory, however, a licensed Pilot is 
available if desired. A Pilot can be arranged by giving 24 hours notice 
Of requirement to “Pilots, St. John’s”. 

The Pilot will board off St. John's in position Lat. 47° 33’ 42” N., Long. 
52° 37' 54” W. or off Twillingate Harbour provided the vessel's Local 
Agent arranges for a boat to embark the Pilot. The Atlantic Pilotage 
Authority pilot boat No. 2 is used at St. John’s; this boat guards VHF 
Channels 16 and 11 (156.8 and 156.55 MHz). Alternatively, Sacinatars 
itn to use local persons in the community for pilotage 

es. 
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ANCHORAGES: The anchorage in Twillingate Harbour is not good as 
it is open to N.E. winds that send in a heavy sea, and the holding ground 
is indifferent. The best anchorage is off the West shore N.E. of 
Twillingate Wharf Light in depths of 6 fathoms (11 m.). 
RESTRICTIONS: Navigable from April to February. 

BERTHING: The Government Wharf, on the West side of the harbour 
about 1.4 miles South of Cuckold Point, is 300 ft. (91 m.) long and 35 ft. 
(11 m.) wide. On the North side of the wharf, the outer 90 ft. (27 m.) 
decreases gradually from a depth of 34 ft. (10.4 m.) at the head to 21 ft. 
(6.4 m.), and the next 70 ft. (21 m.) gradually decreases to 13 ft. (4 m.). 
On the South side, the outer 90 ft. (27 m.) decreases from a depth of 
33 ft. (10.1 m.) at the head to 15 ft. (4.6 m.), and the next 90 ft. (27 m.) 
decreases to a depth of 5 ft. (1.5 m.). 

At the boat landing, at the root of the South side of the pier, there is 
a depth of 2 ft. (0.6 m.). The deck of wharf has an elevation of 10 ft. 
(3 m.). 

A shed 90 ft. (27 m.) long and 41 ft. (12m.) wide stands on the 
Government Wharf and is the base for the Canadian Coast Guard 
Search and Rescue Station. A bait depot is located adjacent to the 
Government Wharf. 

A rubble mound breakwater 560 ft. (171 m.) long extends West from 
the North end of Fishery Products Wharf, situated on the East shore 
near the head of the harbour, Three finger piers, with depths of 5 ft. to 
8 ft. (1.5 m. to 2.4 m.) alongside, extend 240 ft. (73 m.) South from this 
breakwater. 

At Jenkins Cove, on the N.E. side of the harbour, there is a Community 
Wharf 163 ft. (50 m.) long and 21 ft. (6 m.) wide with a least depth of 
11 ft. (3.4 m.) at the face. A wharf and fish storage shed extend at a 
right angle from the Community Wharf; this wharf is 175 ft. (53 m.) long 
with a depth of 3 ft. (0.9 m.) alongside the face. 

Another wharf, at Jenkins Cove, is 200 ft. (61 _m.) long and 20 ft. 
(6.0 m.) wide with a reported depth of 15 ft. (4.6 m.) at HW at outer end. 
MEDICAL: Full hospital facilities available. Tel: (709) 884-2131. 
SURVEYORS: Not available locally. Lloyd’s Register, P.O.Box 5054, 
St. John’s, Newfoundland, A1C 5V3. Tel: (709) 726-0543, (709) 368- 
2538 (Residence). 

GANGWAY/DECK WATCHMEN: Usually crew. 

CARGO GEAR: Mobile crane can be arranged through Agent. 
AIRPORT: 100 km. by paved road to International Airport (Gander). 
POLICE/AMBULANCE/FIRE: 

Police: R.C.M.P. local detachment (709) 884-2811. 

Ambulance: Available locally (709) 884-2131. 

Fire: (709) 884-2224. 

EMERGENCY CO-ORDINATION CENTRE: Coast Guard, St. John’s. 
Tel: (709) 772-5151 or ask operator for Zenith 07021. 

BANKS: Scotia Bank (709) 884-2121. 

SHORE LEAVE: No restrictions. 

GARBAGE DISPOSAL: Garbage collection service available. Garbage 
to be placed on wharf in bags. No drums or skips are provided. Garbage 
collector Mr.Norm Stuckless, Tel: 884-5359. Town Office, Tel: 884-2438. 
Garbage collected every Thursday, and should be ready for collection 
no later than 0800 hrs. 

WASTE OIL DISPOSAL: No service available. 

SEAMAN’S CLUBS: No Seaman's Clubs as of such but there are bars 
available such as: Anchor Inn Motel, Royal Canadian Legion, Lions Club. 

Many small shops available as well as various churches. Post Office 
available. 

CURRENCY: Canadian Dollar. 

GENERAL: Chart No. 4548 covers the port. 

AUTHORITY: Transport Canada, P.O. Box 1300, St. John’s, 
Newfoundland, A1C 5H8. Tel: 772-5154. Telex: 061-3369. FAX: 772- 
2193. Contact: D. A. Lester, Regional Manager. 


VANCOUVER, B.C.: 49.17 N. 123.07 W. (See Plan) 


The port is located in an excellent sheltered natural harbour, open to 
navigation all year round with a minimum depth of 15 m. in the approach 
channel and at many berths. 

PORT LIMITS: The seaward boundary of the inner port within which a 
vessel is considered to be an “arrived vessel” is a line drawn between 
Port Atkinson and Port Grey at the entrance to English Bay. The seaward 
boundary of the outer port is running North-South between the North 
Arm of the Fraser River and the International Boundary and being 
5 miles offshore in the Straits of Georgia. 
DOCUMENTS: The following documents are required to be prepared 
prior to arrival: 

3 copies Canadian Customs Form E1-List of ship’s stores. 

3 copies Canadian Customs Form Y14-List of crew's 

possessions. 

3 copies List of ship’s slop chest stores for sale. 

3 copies Canadian Immigration Form 200-Crew List. 

1 copy Canadian Quarantine Form CS1. 

Manifests and other documents are prepared by the Agent. 

PILOTAGE: Pilotage is compulsory. Pilots board at the Fairway Buoy 
off Victoria, Vancouver Island. ETA to be sent to “Pilots Victoria” at least 
12 hours before arrival and confirmed 4 hours before arrival. Distance 
to Vancouver — 135 km. 
Victoria Traffic Separation: Vessel Traffic Separations schemes are in 
effect — Straits of Juan de Fuca and Georgia Strait. Vessel Traffic System 
— VTS are under the control of the US Coast Guard (Seattle Traffic) and 
the Canadian Coast Guard (Vancouver Traffic) within the respective 
territorial limits. 

Also see “Shipmaster’s Report” — “Notice”, dated October 1991. 
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SECOND NARROWS TRAFFIC CONTROL: The following procedures 
are mandatory and apply to vessels intending to enter or move within 
the area defined in “Area” below. 

In addition, East of the line joining Point Grey (Lat. 49° 15’ 54” N., 
Long. 123° 15’ 44” W.) and Point Atkinson (Lat. 49° 19’ 50” N., Long. 
123° 15’ 48” W.), the clearance and reporting procedures detailed in 
Vancouver Traffic Zone (G1130) are mandatory for the vessels specified 
in G1130. 

Call: CJUS2. 

Location: CN Railway Bridge, Second Narrows. 

Frequency: Channel 12. 

Area: Second Narrows Movement Restriction Area (MRA) lies between 
the following limits: 

(a) West limit: Line due North from the light at the N.E. end of Terminal 
Dock to Neptune Terminals. 


(b) East limit: Line due North from Berry Point Light to the North shore. 


Procedure: (1) At least 12 hours before entering the MRA, the following 
vessels should advise Vancouver Harbour Master of their proposed 
transit time: 

(a) Vessels of 20 m. and over in length. 

(b) Towing vessels of 8 m. and over in length. 

(c) Towing vessels where breadth of tow is 20 m. and over, or length 
of tow is 30 m. and over. 

Any subsequent amendments should be notified. 

(2) All deep sea vessels (i.e. vessels requiring a Pilot) intending to 
pass through the Second Narrows bridges should report their intentions 
and ETA at CN Railway Bridge to the bridge operator on Channel 12 
when entering the harbour limits and before leaving a berth or anchorage 
in the harbour. ETA should be confirmed on arrival at the limit of the 
MRA. 

(3) Vessels requiring the lift span of the railway bridge raised should 
contact the bridge operator on Channel 12 — (1) prior to departing berth 
or anchorage. (2) upon entering port limits if direct from sea. This signal 
will be acknowledged by the bridge operator on Channel 12. 


ANCHORAGE: There are 26 designated anchorages in the port. 15 in 
English Bay, 5 in main harbour, plus 2 emergency anchorages, and 
3 anchorages, plus 1 emergency anchorage above Second Narrows. 
Main Harbour anchorages reserved mainly for vessels clearing for grain, 
bunkering or awaiting berths or tides. Main Harbour anchorages range 
from 9 to 21 fathoms and English Bay anchorage from 8 to 16 fathoms. 
Largest vessels using and expected to use Vancouver Harbour can be 
accommodated at designated anchorages. Holding ground is good and 
anchorages are protected. Requests for permission to anchor must be 
made to the Harbour Master. 


RESTRICTIONS: Min. depth at LW is 15.00 m. at the First Narrows. 
Min. clearance at HW is 60.36 m. under First Narrows Bridge (Lions 
Gate); Min. depth at LW is 13.3m. at the Second Narrows. 
Min. clearance at HW is 44.00m. under Second Narrows Bridge. 
Vessels are allowed to transit the Second Narrows Movement 
Restriction Area (MRA) under conditions contained in the Second 
Narrows MRA Standing Orders (during periods either side of slack water 
and stemming the tidal current). (All Oil Terminals and Pacific Coast 
Bulk Terminal lie above the Second Narrows.) 

Vessels carrying dangerous goods, tankers, combined carriers, must 
obtain special clearance from the Harbour Master prior to entry and/or 
departure. 

Canadian Coast Guard maintain and operate the Vessel Traffic 
System. 

All International and National pollution controls are strictly enforced. 


MAX. SIZE: Berthing for vessels up to 250,000 d.w.t. and draft up to 
75 ft. at Roberts Bank. 


HEALTH: Quarantine Regulations: Vessels need only apply by radio 
(Station VAK), where a condition of health irregularity is suspect, or the 
vessel has called at a country listed under the World Health Organisation 
as being infected with plague, or has an expired Derat Certificate. 


RADIO: VAI/Vancouver Coast Guard Radio. 


VHF: VAS/Vancouver Traffic located just North of the First Narrows 
Bridge. Manned 24 hours per day. Pilots on radio/telephone contact with 
Vancouver Traffic at all times. Vessels normally communicate on 
Channel 12 from lona Jetty/Cape Roger Curtis inwards. Other 
frequencies available for communication are 16, 6, 14 and 11. 


RADAR: Vancouver Traffic continuous radar surveillance from Point 
Grey/Point Atkinson inward Second Narrows. Anchorage assistance 
available. 


TUGS: Meet vessels East of First Narrows and off berth. Ship's lines 
are used. Pilots communicate with tugs by VHF Channel 17. 
Attendant tugs are required to escort Deep Sea Vessels through the 
Second Narrows MRA in the vicinity of the Second Narrows Bridges in 
accordance with the Vancouver Port Corporation (Port of Vancouver) 
Second Narrows MRA standing orders. 
Also see “Shipmaster’s Report” — “Notice”, dated October 1991. 


BERTHING: Five vessel Inner Harbour anchorages, 3 anchorages at 
mouth of Indian Arm and one anchorage in position 49° 17’ 39.5” N., 
122° 58’ W. (all East of Second Narrows Bridge) for vessels awaiting 
Grain Inspection/Clearance, etc. 15 large vessel anchorages in English 
Bay for vessels awaiting to berth are available. 


356 


No. of Total 
Berths Length Depth 
(m.) (m.) 


Terminal Remarks 


Canada Place 5 746 
Cruise Ship 


Facility 


9.0 Cruise ship terminal 
326 m. (West Side) 
110 m. (North Side) 
310 m. (East side) 


10.0 General cargo. Cruise ships. 
Cargo sheds (being rebuilt) 


Berth 
No. 2 (183 m.x12.2 m.); 
No. 3 (179 m.x12.2 m.); 
No. 4 (183 m.x 12.2 m.); 
No. 5 (Container Berth 
—195 m.x12.2 m.); 
No. 6 (195 m.x12.2 m.); 
No. 7 (185 m.x12.2 m.). 
4x40 tonne gantry cranes 
and 1x45 tonne mobile 
crane. Forklifts to 38 tonne 
capacity. Cargoes handled: 
lumber, pulp, general, 
containers. 


2 berths for container vessels 
(2281 m.) and 3 berths 
for conventional vessels 
(1228 m., 1x91 m. and 
1183 m.) 

3 berths equipped for tallow 
loading. 240 reefer plugs 
5x40 tonne gantry cranes. 
1250 tonne mobile crane. 


Storage and Shipping - 
Forest Products, Steel, 
General cargo, heavy lifts. 
Forklifts up to 41 tonnes. 


Bulk loading woodchips 
(1,200 t.p.h.) - up to 42,000 
d.w.t. and 11.5 m. draft. 


Ballantyne 3 470 


Centennial 6 1,304 9.0 - 
Terminal 18.0 


Vanterm i 1,064 155 


Lynnterm 4 938 15.0 


137 m. 
(265 m. 
with 
dolphins) 


600 


Fibreco 1 13.1 


Seaboard 3 
International 
Terminal 


Cassiar 1 
Terminal 


12.0 Forest products. Forklifts up 


to 40 tons. 


182 9.0 General 

Barge ramp (capacity 55 
tonnes). Shed storage for 
17,500 tonnes. Berth being 


redeveloped. 


12.19— No. 1 - Depth 15.23 m. Max. 

15.23 LOA 277 m. (152,000 
d.w.t.) draft 13.7 m. No. 2- 
Depth 13.1 m. can load 
Panamax. No. 3 — Depth 
12.19 m. Max. size 50,000 
d.w.t. Cargo handled: Coal, 
potash, feed pellets, 
chemical fertilisers, 
phosphate rock and rape 
seed oil. Equipment: No. 1- 
1 stacker/reclaimer 
4,000 t.p.h. and 1 reclaimer 
1,000 t.p.h. 2 shiploaders of 
3,000 t.p.h. No. 2 — 3 car 
dumper, 2 shiploaders of 
2,000 t.p.h. each 
(3,500 t.p.h. combined). No. 
3 — 2 bridges of 1,000 t.p.h. 
each. Hopper capacity 50 
tonnes each. 

There is tank storage for 
19,000 tonnes of canola oil 
which can be loaded at 
Berths No. 1 and 2. 


7.3- Depth: 7.3 m. (East Side), 
11.6 11.6 m. (West Side). 

2 belts x 500 t.p.h. each. 
Storage capacity: 102,000 
tonnes. Products handled: 
Grain and by-products. 


7.66 Berth No. 1 — Length 134 m. 
plus overhang.Depth 
10.6 m. Loading rate 
416,000 bu./hr. 

Berth No. 2 — Length 182 m. 
plus overhang. Depth 
13.72 m. Loading rate 
416,000 bu./hr. 

Berth No. 4 — Length 244m 
Depth 9.75 m. Loading rate 
216,000 bu./hr. 

Cargo handled: Wheat, barley 
and rye. Storage capacity: 
199,150 tonnes. 


Neptune 3 
Terminal 


717 


United Grain 2 427 
Growers 


Elevators 


Pacific 3 
Elevators 


560 


Terminal 


Vancouver 
Wharves 


Pacific Coast 
Terminals 


Westshore Terminals 


Alberta 
Wheat Pool 


Pioneer Grain 
Terminal 


Saskatchewan 
Wheat Pool 


B.C. Sugar 
Terminal 


Goodwin 
Johnson 

Imperial Oil 
Utd. 

Chevron 
Canada Ltd. 

Transmountain 
Oil Pipeline 
Ltd. 


Shell Canada 

Petrocanada 
Inc. 

Canadian 
Occidental 


Dow 

Chemicals 
(Lynnterm 
No. 4) 


No. of Total 
Berths Length Depth 
(m.) (m.) 
5 1,042 10.7— 
12.8 
2 386 §=13.7 
1 10.05- 
15.24 
1 180 14.30 
2 460 12.2- 
15.3 
1 130 9.1 
1 165 10.1 
1 200 9.41 
(Max.LOA) 
1 91.4 11.0 
(305 m. between 
dolphins) 
1 122 8.9 
2 58 10.2 
40 4.6 
L 152 10.66 
1 200 11.7 


Remarks 


Berth No. 1, 2 & 3 — Length 
540 m. 

No. 4 & 5 — Length 502 m. 
Depths: No. 1 — 10.7 m. 

No. 2&3-—11.3m. No. 4 
&5—12.8m. 

Facilities: No. 1: Car 
unloader, storage sheds, 
travelling shiploader. 
Extension with gantry 
unloader. Methanol 
receiving/ shipping 
systems, storage tanks. 

No. 2: Pulp and paper mobile 
equipment, storage sheds. 
Methanol shipping system. 

No. 3: Pulp and paper 
mobile equipment, storage 
sheds. 

No. 4 & 5: Railcar dumper; 
bottom-door railcar dumper, 
sulphur, potash, phosrock, 
fertiliser shipping/receiving 
systems. Storage silo, 
sheds, pads No. 4 berth 
has twin quadrant 
retractable shiploaders, and 
the phosrock receiving 
system. No. 5 berth has a 
travelling shiploader 
trimmer. Storage capacity 
approximately 800,000 
tonnes. 

2 shiploaders: 1 x 2,500 t.p.h. 
and 11,800 t.p.h. Bulk 
liquids — 600 t.p.h. 

Storage capacity: Sulphur 
(200,000 tonnes), Ethylene 
Glycol (13,500 tonnes, 
Styrene Monomer (13,500 
tonnes). 

See “Roberts Bank” 

4x 380 t.p.h. spouts. 282,800 
tonnes storage for grain. 

2 loaders of 1,000 tonnes/hr. 
each. Storage capacity 
108,000 tonnes. Cargo 
handled: Grain, grain by- 
products, flax. 

Depths: 12.2 m. (inshore), 
15.3 m. (outshore). 5 
spouts at each berth. 
Loading rate up to 2,000 
tonnes/hr. 

(2 commodities maximum). 
Storage capacity 240,000 
tonnes of grain. Products 
handled: Wheat, canola, 
barley, grain by-products 
and durum. 


Sugar Gantry Cranes 
To be redeveloped. 
Petroleum Products 
Petroleum Products 


Crude oil: 12 in. and 
24 in. lines 2 x 10 in. 
hoses for crude. Crude 
20,000-25,000 bbis./hr. 
(Also see “Shipmaster's 
Report” dated October 1991). 
Petroleum Products 
Petroleum Products 


Salt and Chemicals 
311,000 tonne tanks and 
27,000 tonnes ground 
storage. 

Caustic Soda (1,200 t.p.h.), 
Ethylene Dichloride 
(1,000 t.p.h.), Ethylene 
Glycol (800 t.p.h.) 

Storage: Caustic soda 
(40,000 tonnes). 

Ethylene Dichloride (30,000 
tonnes). 

Ethylene Glycol (17,000 
tonnes). 


P There are a number of smaller terminals used principally by the coastal 
erry and towing services. 


CANADA 


Roberts Bank: 

Owners: Westar Group. 

Operator: Westshore Terminals Ltd: Roberts Bank, Delta, BC, V4K 3N2. 
Tel: 946-4491. Telex: 04-355799. 

Specialist handling: Coal and coke. 

Berth 1: Equipped with a single travelling shiploader. Berthing velocity: 
Maximum 12 cm./second for a 250,000 d.w.t. vessel fully loaded, 
approaching 90° to the berth face. Horizontal shuttle range of discharge 
route: 28.7 m. Maximum chute reach from berth face: With boom 
elevated 15° — 39.5 m.; with boom horizontal — 41.6 m.; with boom down 
— 10°— 40.9 m. Operational longitudinal travel along wharf: 243.8 m. 
Operating luffing range of shiploader boom: 15° above horizontal to 
10° below horizontal. Vertical telescopic range of discharge chute: 7.6 m. 
Vertical clearance under boom above HHWL at berth face: with boom 
elevated 15° — 19.6 m.; with boom horizontal — 14.8 m.; with boom down 
10°— 10.3 m. Water depth: 22.9 m. 

Berth 2: Equipped with 2 quadrant shiploaders. Berthing velocity: 
Maximum 12 cm./second for a 100,000 d.w.t. vessel fully loaded, 
approaching at 90°to berth face. Horizontal shuttle range of boom: 
22.86 m. Operating slewing arc of boom: 71°. Operating luffing range of 
shiploader boom: 18° above and below horizontal. Vertical clearance at 
berth face under boom above HHWL: 18.3 m. with boom elevated 
18° and fully extended; 25.7m. with boom elevated 18° and fully 
retracted; 16.6 m. with boom horizontal. Vertical distance of bottom of 
trimmer above HHWL: 19 m. with boom elevated 18°, 6.7 m. with boom 
horizontal. Maximum boom reach from berth face: 34.9 m. with boom 
elevated 18° and fully extended; 12.04 m. with boom elevated 18° and 
fully retracted; 13.41 m. with boom horizontal and fully retracted. Water 
depth: 20.8 m. Also see “Shipmaster’s Report’, dated June 1988. 
CRANES: Floating cranes, 45, 75 and 100 tons and mobile cranes of 
150 and 250 tons available. 

BRIDGES: See “Restrictions”. 

STEVEDORES: Gangs normally ordered day before ship's arrival, can 
be ordered same day for afternoon or evening work. 

MEDICAL: (1) The Mariners Medical Clinic Ltd. is located at: Suite 401, 
1160 Burrard Street, Vancouver, B.C., V6Z 2E8. Contact: Dr. A.J. Trudel. 
Tel: 683-0206. Clinic Office Hours: Monday through Friday: 0900 hrs. 
to 1700 hrs. Saturday: 0900 hrs. to 1200 hrs. 

Emergency Only: After clinic office hours patients must be referred to 
St. Paul's Hospital Emergency Department at 1081 Burrard Street, 
Vancouver. 

(2) The Dental Clinic is at the same address as the doctor. 

Please note that vessels of Norweigan registry are not covered under 
this arrangement but do, however, have an arrangement of their own 
through the Norweigan Consulate. Please contact agent for more 
information with repect to this situation. 

TANKERS: See “Berthing”. 
Report: February 1985. 

Herewith is an outline of requirements for chemical tankers which are 
scheduled to call Vancouver/British Columbia ports. 

1. Vessel must have on board a valid non-Canadian Ship's 
Compliance Certificate (or obtain it on arrival). 

2. Certificate of Fitness and date. 

3. Provide Agents with 7, 4, 2 and 1 day's notice prior to arrival. 

4. Advise Agents of the last 2 cargoes. 

5. Advise of any cargo in transit (quantity and type). 

6. Vessel is required, in Vancouver, to have a clear passage while 
transiting the First and Second Narrows Bridge — with a minimum of 
1 mile visibility. Vancouver Traffic Centre will advise vessel accordingly 
upon arrival. 

7. Canadian Coast Guard will attend on board upon arrival for safety 
inspection. 

Also see “Shipmaster’s Report” dated October 1991. 

DENSITY: Density varies in different sections of harbour, according to 
times of year. 

FRESH WATER: Available at most berths or by barge. Hose supplied. 
Delivery 25 t.p.h. 

FUEL: All grades of heavy fuel oil and diesel oil are available, delivery 
by barge or tank truck. Suppliers are: 

Chevron, Shell, Imperial, ICS Petroleum, Marine Petrobulk and 
Petrocanada. 

FIRE PRECAUTIONS: All vessels to have suitable towing wires over 
offshore bow and offshore quarter. 
CONSULS: 

Australia — Consulate General 
Austria — Consulate 

Austria — Trade Commissioner 
Belgium — Consulate General 
Chile — Consul 

China, People’s Republic of — 

Consulate General 
Colombia — Consulate 
Denmark — Consulate 
Ecuador — Consulate 
El Salvador — Consulate 
Germany — Consulate General 
Fiji — Consulate 
Finland — Consulate 
France — Consulate General 
Greece — Consulate 
India — Consulate General 
Indonesia — Consulate 
Italy — Consulate 
Japan — Consulate General 
REPAIRS: All types of engine and deck repairs. 
DRY DOCKS: Vancouver Shipyard Co. Ltd.: 


Korea, Republic of — 
Consulate General 
Liberia — Consulate 
Mexico — Consulate 
New Zealand — Consulate 
Norway — Consulate General 
Peru — Consulate General 
Philippines — Consulate General 
Portugal — Consulate 
Spain — Consulate 
Sweden — Consulate 
Switzerland — Consulate 
Thailand — Consulate 
United Kingdom — 
Consulate General 
United States of America — 
Consulate General 
Venezuela — Consulate 
Yugoslavia — Consulate General 


Length Inner Lifting 
Length over blocks width Capacity 
No. 1 220 m. 204 m. 45.8 m. 36,000 tonnes 


Lay-by berths: 1x230 m., 3x110 m. and 2x 140 m. Depth 10.0 m. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englang 


SURVEYORS: (1) American Bureau of Shipping. Tel: (604) 683-7606. 
Germanischer Lloyd, Tel: (604) 738-6723. 
Lloyds Register of Shipping. Tel: (604) 985-0477. 
The Salvage Association. Tel: (604) 688-9548. 
Norwegian Veritas. Tel: (604) 985-0314. 
(2) A. S. Blakely Marine Surveyors Ltd. Tel: (604) 321-4166. 
Columbia Surveyors (Marine) Ltd. Tel: (604) 731-4101. 
General Testing Laboratories. (Div of SGS Supervision Services Inc). 
Tel: (604) 254-1647. 
Global Marine Services Ltd. Tel: (604) 688-0654. 
P. A. Haliburton. Tel: (604) 689-9738. 
R. T. Harrison. Tel: (604) 738-1120. 
E. Hill. Tel: (604) 682-3091. 
F. |. Hopkins Marine Surveyors. Tel: (604) 688-9233. 
Total Boat Marine Surveyors Ltd. Tel: (604) 656-5826. 
L. C. Langill. Tel: (604) 485-4782. 
SGS Supervision Services Inc. Tel: (604) 687-5636. 


GANGWAY/DECK WATCHMEN: If required, employment arranged 
through Agent. 


OPENING/CLOSING HATCHES: Normally carried out by stevedores, 
except in cases of bulk carriers. 


CUSTOMS ALLOWANCES: 200 cigarettes or 50 cigars or 2 Ibs. 
(0.9 kg.) tobacco and 40 oz. (1.1 litres) of liquor or 288 oz. (8.2 litres) of 
beer per person. 


AIRPORT: 30 minutes to Vancouver International Airport. 


TIME: Pacific Standard Time GMT minus 8 hours. Clocks will be 
adjusted to Summer Time (plus 1 hour) when advised. 


HOLIDAYS: New Year's Day”; Good Friday**; Easter Monday**; Victoria 


Day**; Canada Day**; British Columbia Day**; Labour Day’; 
Thanksgiving Day**; Remembrance Day**; Christmas Day**; 
Boxing Day**. 


*“Non-working holidays. 

**Labour available at premium rates. 

Work ceases at noon on December 24th and resumes at 0100 hrs. 
December 26th; ceases at noon on December 31st and resumes at 
0100 hrs. January 2nd. 


POLICE/AMBULANCE/FIRE: Police 911; Ambulance 879-4511; Fire 
Vancouver 911; Air-Sea Rescue 732-4272; Ports Canada Police 
666-3131. 


TELEPHONES: Are placed on board vessels at all berths. 


SERVICES: Stevedore companies equipped with tank cleaning 
equipment. Sludge barge available. Services of compass adjuster may 
be obtained. 


BANKS: 
Algemene Bank Nederland NV Hanil Bank Canada 
ank Canada Hong Kong Bank of Canada 


Bank of America Canada 
Bank of British Columbia 
Bank of Canada 
Bank of Montreal 
Bank of Nova Scotia 
Bank of Tokyo, Canada 
Banque National de Paris 
Barclays Bank of Canada 
Canadian Commercial Bank 
Canadian Imperial Bank 

of Commerce 
Chase Manhattan Bank 

of Canada 
Chemical Bank of Canada 
Continental Bank of Canada 


Lloyds Bank International 
Canada 

Mercantile Bank of Canada 

Midland Bank of Canada 

National Westminster Bank 
of Canada 

Northland Bank 

Philippine National Bank 

Royal Bank 

Seattle First Bank Canada 

Societe Generale SA 
(Canada) Inc 

Standard Chartered Bank 
of Canada 

State Bank of India 


Daiwa Bank Swiss Bank Corporation (Canada) 
Federal Business Development TKM Canada Ltd 
Bank Toronto Dominion Bank 


STORING: Deep sea ship work — crew members may, at the option of 
the vessel, perform such work when the job is less than 2 hours duration. 
When the loading of ship’s stores exceeds 2 hours, the Master and/or 
owners can expect a pay claim from the ILWU (Longshoremen) as this 
work is covered in their agreement. 

Exception: The maximum duration for handling ship's stores by crew 
members shall be 4 hours at docks where it is not possible for a delivery 
truck to get alongside a vessel's gangway. 


SHORE LEAVE: No restrictions, but Immigration will advise of any 
special circumstances where restrictions might be enforced. 


GARBAGE DISPOSAL: Garbage to launch/barge on offshore side. 
Charges and collection times by arrangement. 
Contact: Pacific Incinerations. Tel: 254-2446. Fax: 254-8086. 
Tymac Launch Service. Tel: 681-8628. Fax: 685-1216. 


WASTE OIL DISPOSAL: Oily slops to barge or tanker truck. 
Contact: Sprayaway Marine Services Ltd. Tel: 433-8020. 


SEAMAN’S CLUBS: Missions to Seamen, 50 N.Dunlevy Street, 
Vancouver B.C., V6A 3R1. Tel: 253-4421. 

Services: Shop, international telephone service for seafarers, church 
services, football matches arranged, dances, mini-bus collection, 
postage facilities, games available at the Clubs. 


GENERAL: Vessels not permitted pump bilges or discharge oil, 
contaminated ballast or galley refuse into water. Every vessel boarded 
on arrival by Harbour Patrol Personnel and furnished with applicable 
excerpts from Harbour by-laws. 
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SHIPMASTER’S REPORT: June 1988. 
Robert's Bank: 49° 00.6’ N., 123° 09.8’ W. 
Operator: Westshore Terminals Ltd. Telex: 04-355799 (Westshor 
Rbank). 
Notice of Arrival: On approaching Strait of Juan de Fuca, Master has tp 
contact Canadian Coast Guard, cable address “Westreg Canada” y 
Telex No. 043-52586 and request clearance to enter Vancouver Tratfy 
Zone. 

Contact should be made: 
1. 48 hours before arrival at 50 miles off Vancouver Island. 


or 
2. 48 hours before arrival at Longitude 127° W. 


or 
3. 48 hours before arrival at Latitude of Cape Alawa for Northboung 
vessels. 

The Notice of Arrival is to include: 

Call sign. 

Position. 

Course and speed. 

Estimated time of arrival at Nos. 1, 2 or 3 above. 

Vessel’s destination. 

Last port of call. 

D.W.T. 

Draft, forward and aft. 

Vessel should also confirm that there are no deficiencies or leakages 

and that all VHF Channels are available as per Canadian Notice to 
Mariners Annual Edition or Canadian “Western Region Traffic Services 
booklet. 
Pilotage: Vessels to contact “Pilots Victoria” (Telex No. 04-97236 
PPAPilots Vic.) 48 hours prior to arrival at the pilot station. The 48 how 
notice to include: Vessel’s name, call sign, agent's name, LOA, breadth, 
depth, deepest draft, trim, speed, propeller characteristics and ETA a 
Fairway Buoy off Victoria. 

Amended notices are required 24 hours, 12 hours and 4 hours prior 
to arrival. 

Anchorage: Vessels awaiting their turn to load at English Bay anchor 
at Vancouver. 

Berths: Berth No. 1: This berth can accept vessels of 250,000 d.wt, 
LOA 350 m., beam 53 m. and loaded draft 21 m. 

Loading restrictions are as follows: Maximum distance between end 
hatches 243 m., air draft at berth face 19 m. and air draft to top of hatch 
cover 21 m. 

Vessels may berth port or starboard side alongside. Loading rate 
3,500 t.p.h., however, it is possible to load at up to 5,000 t.p.h. 

Berth No. 2: This berth can accept vessels up to 100,000 d.wi. 
LOA 263 m., beam 42 m. and loaded draft 18 m. 

Loading restrictions are as follows: Distance between end hatches 
184 m., air draft at berth face 17 m., air draft to top of hatch cover 18m 

Vessels berth starboard side to. Loading rate approximately 
2,500 t.p.h. 

Vessels whose length between end hatches (centre to centre) is 
greater than 184 m. will be loaded at Berth No. 1. 

Vessels having their own loading gear will be loaded at Berth No. 2 
Cargoes/Stowage Factors: The following are types of coal loaded, 
together with approximate stowage factors: Balmer, Elkview, Fording 
Crow's Nest, Gregg River, Obed Marsh, Luscar, Mcintyre (all grades) 
stowage factor 43 cu.ft. per long ton. Greenhills, 45 cu.ft. per long ton 
Arco (petroleum coke), stowage factor 46-47 cu.ft. per long ton. 
Gangway: Terminal gangways are available for use of ship's crew bul 
are the responsibility of the vessel whilst being used. 

Density: 1012 — 1025 (varies). 

Fresh Water: Fresh water is free of charge. The vessel is to supply 
hoses and connections. 

Emergency Telephones: Fire 946-4155, Police 946-4444, Ambulance 
872-5151, Harbour Master 666-2405. 


SHIPMASTER’S REPORT: October 1991. 

Westreg Canada: Participation to this reporting system has been on é 
voluntary basis. However a couple of months ago this became 
compulsory. There is no information mentioned within the Admiralty 
Publications. 

It is required to report 24 hours prior to entering Canadian territona 
waters, which extend upto 50 nautical miles offshore. Receipt of this 
report will be confirmed and permission granted to enter, together with 
further reporting instructions. 

It is said, that complying to the rules will reduce the charge of a vist 
extensive inspection by the Canadian Coast Guard. 

Arrival: A pilot and a chemist boarded the vessel at Victoria. 

A gas certificate was issued with the remarks that the oxygen conten! 
was below 8% and that during the portstay the I.G. pressure had to bé 
kept positive. 

A terminal representative, boarded the vessel once at anchor in India’ 
Arm of the Burrard Inlet, near Westridge Terminal to perform an aud! 
similarly to “Safe-T’-inspections. 

Information about the terminal was given by the terming 
representative, more specific about the closed loading with use of a gas 
return line. Plans and progress already being in such a stage tha 
intentions to use the system are February 1992. 

No problems were encountered with the Canadian Coast Guard chee 
list (see below). According to the Agent, it is possible to obtain a Not 
Canadian Ship Compliance Certificate in Vancouver. 

As requested by the Agent, a copy of the Civil Liability Certificate was 
faxed to them, for forwarding to the Department of Trade at Ottawa. 

Pilotage and navigation were performed as laid down in the rules 
mentioned in the Notices to Pilots, dated January 17, 1990 and in thé 
letter to Chamber of Shipping, dated January 24, 1990 (see “Notices 
below). 


canadian Coast Guard Check List: Check List for all tankers entering 
Canadian West Coast waters. 

(a) Name of Ship. 

(b) Port of Registry. 

(c) Gross Tonnage. 

(d) Year of Building. ; 

(e) Summer deadweight. — 

(f) Tonnage and Description of Cargo. 
) Bunkers. 
(h) Pollution Insurance (CLC/Other). , ys 
(i) Issue Date of Non-Canadian Ship Compliance Certificate. 
(j) Vessel's Agent. f 
(k) ETA for Entry into Canadian Waters. 
(I) ETA Pilot Station and Location. 

(m) Intended Port(s) of Call. 

(n) Length, Breadth and Maximum Draft of Vessel. 

(o) B.H.P. of Main Engine and Number of Propellers. 

(p) Description of Astern Power. 

(q) Is Vessel fitted with 

i. Bow/stern thrusters. 
ii. Protective location ballast. 
iii. Segregated/dedicated ballast tanks. 
iv. Double bottom tanks in cargo space. 
vi. C.O.W. 
vii. 1.G. 
(r) Any Defect in the Ship's. 
i. Hull/deck fittings, or anchors. 
ii. Main propulsion machinery. 
iii. Steering. 
iv. Navigation equipment and charts. 
v. Radio equipment. 
vi. Mooring Lines. 
(s) Number of 
i. Deck Officers. 
ii. Engineering officers. 
iii. Ratings. 
Message from Trans Mountain Westridge Dock to Master of incoming 
Vessel: 

(A) Pre-Arrival Requirements: A Terminal representative will usually 
board vessel prior to docking. All items on pre-arrival check list 
will be reviewed with you. 

(B) Second Narrows Restrictions: 

(a) Bridge height of 44.0 m. above high water of 5.5 m. 

(b) Channel depth 13.8 m. at zero tide. 

(c) Channel width 137 m. 

(d) Tankers may transit only during daylight hours at slack 
tide. Tide height 3.0 m. minimum. 

(C) Westridge Dock draft restriction of 11.0 m. minimum at zero tide 
at berth face. 11.9 m. at 5 m. from dock face. 

(D) Berthing to port side to Westridge Dock. Must use all wire mooring 
lines with 10 m. long synthetic rope tails. Minimum of 12 mooring 
lines required. 

(E) Vessel to be surrounded by boom at all times while docked. 

(F) Terminal has 2x12in., 150 ANS1 loading arms. Connect to 
2 adjacent manifolds, maximum 3.0 m. apart. 

(G) Clean ballast only may be discharged only after inspection by 
Harbour Patrol. No ballast reception ashore. Vessel to arrive 
using only segregated ballast and no ballast in cargo tanks or 
system. 

(H) Odour Control — Cargo Tanks must be purged of hydrocarbon 
vapours prior to arrival at Westridge Dock in order to minimise 
the potential for odours in nearby residential areas. The loading 
rate to your vessel will be reduced if odours are present. 

(|) Venting of Cargo Tanks to minimum positive |.G. pressure prior 
to arrival allows terminal flexibility in minimising vapour releases. 
Please advise soonest: 
1. Expiry date of non-Canadian Compliance Certificate. 
2. Maximum airdraft from waterline to highest antenna. Special survey 
permit required if in excess of 42.0 m. 
3. Drafts, forward, aft, and amidship. 
(a) Arrival. 
(b) Departure. 
4. Distance of manifold flanges from 
(a) Bow — centre manifold. 
(b) Rail. 
(c) Waterline at arrival. 
Distance of vent stacks/breather valves from bow. 
Cargo tank details: 
(a) Number of tanks (including slops) to load. 
(b) Volume (capacity) of each tank. 
(c) Cross section area of each tank. 
(d) Ullage when tanks empty. 
7. Types/quantities/location of any crude/dirty slops upon berthing (no 
slop receiving facilities). 
Last 2 cargoes carried. 
Loading Plan Details: 
(a) Topping-off sequence by tank number. 
(b) Final loaded volume (cu.m.) each tank. 
_ (Cc) Final loaded ullage (m.) each tank. 
Pre-Arrival Check List. Please respond minimum of 48 hours before 
arrival at Victoria Pilot Station: 
‘ote: Non-compliance with this Check List may result in delay of loading 
or refusal to load vessel. 
1.0 Is cargo operations plan ready? 
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0 Are segregated ballast tanks free of oil trace? 

1 Have SBT lines, passing through oil tanks, been checked for leaks? 

2 Were any abnormal soundings found in empty tanks or spaces? 

0 a cp sh ag and/or manual tank level (Whessoe) gauges in good 
der? 

Are all high and high/high tank level alarms fully operational? 


2. 
2. 
2. 
3. 
3 
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Is oxygen content of cargo tanks less than 8%? 

Have oxygen meters been calibrated? 

Have tanks been purged to less than 2% by volume of 
hydrocarbons? 

Are combustible gas indicators calibrated and in good order? 
Have tanks been purged of H,S gas (if applicable)? 

Are chemical indicator tubes availble for H,S measurement? 

Are independent pressure gauges fitted to each tank? 

Will tanks contain minimum positive |.G. pressure on arrival? 

ls vapour lock (closed loading) equipment fully operational? 

Are ullage tables available for vapour lock positions? 
Can cargo’ ullage/temperature/water be taken 
depressurising? 

Is deck |.G. water seal free of oil and operational? 

Is deck |.G. water seal low flow/low level alarm operational? 

Has water/glycol level of PV breaker been checked? 

Has |.G.S. deck line been checked for oil leakage and drained? 
Are |.G. pressure (High/Low) alarms operational? 

ls 1.G. pressure continuous recorder operational? 

Have sea chests and air vent pipes been flushed? 

Was bilge overboard valve sealed/locked after clearning? 

Is high level alarm on fuel oil settling tank operational? 

Was sea chest in pump room flushed? 

Was temporary discharge of clean ballast/SBT carried out? 

Was leak test of sea chests tested by means of inspection valve? 
Was stripping overboard line flushed and cleaned? 

ls sea chest valve confirmed closed? 

Was sea chest inspection valve confirmed closed? 

Has overboard valve blind flange been inserted? 

Are air vents on manifold closed? 


Notices: Notice from Canadian Coast Guard to Chamber of Shipping of 
B.C. (Dated January 1990). 

Please bring to the attention of your members that, following 
discussions re the safety of large tankers in Canadian waters of Western 
Region and to reduce the risk of pollution, the following measures are 
required for tankers in excess of 40,000 d.w.t. in transit from Vancouver 
to Victoria Pilot Station when loaded with crude oil. 

Ana Two pilots required from Vancouver to Victoria Station. 
ugs: 
40,000 d.w.t. 50,000 d.w.t. 


without 
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— 2x2,400 h.p. tugs through 2nd Narrows 


and 1st Narrows. 


50,000 d.w.t. 60,000 d.w.t. -—2x2,400h.p. tugs through both Narrows 
+ 11,800 h.p. tug through 2nd Narrows 

over 60,000 d.w.t. 2x2,400 h.p. tugs through both Narrows 
+ 21,800 h.p. tugs through 2nd Narrows 


If necessary vessel must anchor in English Bay in order to arrive at 
East Point at H.W. Slack. Vessel speed between English Bay and East 
Point not to exceed maximum harbour manoeuvering speed. Speed of 
transit through Boundary Pass and Haro Strait not to exceed 11 knots, 
with vessel having escort tug during transit and until pilots are 
disembarked. 

At present these measures apply only to outbound loaded tankers, 
but similar measures would be applied to inbound tankers should such 
traffic occur. 

The direction was made under the power of a Pollution Prevention 
Officer as described in the Canada Shipping Act. 

Signed: Regional Superintendent, Technical Ship Safety. 


Notice from Vancouver Port Corporation (Dated January 1990). 

Governed by the Second Narrows Movement Restriction Regulations 
(1981), tanker movement regulations in the Port of Vancouver are 
among the most stringent anywhere. 

SPECIAL REGULATIONS: 

Tankers calling the Port of Vancouver are inspected by the Canadian 
Coast Guard to ensure that they meet all International and Canadian 
Safety Requirements. 

All foreign deep-sea vessels, including tankers, carry a pilot in and 
out of Burrard Inlet. 

Tankers are given priority for transit of the First and Second Narrows. 
No other vessel traffic is allowed through the Narrows while tankers are 
in transit. 

Movement of tankers through the Narrows is prohibited in reduced 
visibility caused by fog, rain, snow, etc. Visibility criteria for the First 
Narrows is based on the ability to see clearly between Vancouver 
Wharves and Navy Jack Point. For the Second Narrows, the CN Bridge 
Operator must be able to clearly see 1 mile to the West and 1.5 miles 
to the East. 

Deep-sea vessel movements in the Second Narrows are restricted to 
periods of slack water. 

The upper size limit for tankers entering Burrard Inlet has been set at 
90,000 tonnes deadweight (cargo carrying capacity). Tankers over 
50,000 tonnes deadweight are limited to daylight transits of both First 
and Second Narrows. Tankers more than 170 m. in length are restricted 
to daylight movements through the Second Narrows. 

Tankers and other deep-sea vessels must be escorted through the 
Second Narrows by a minimum of 2 tugs of ample horsepower — large 
vessels must be accompanied by 4 tugs. Additional escort may be 
provided by Harbour Master's patrol boats. 

A 6 knot speed limit applies to all vessels transiting the Second 
Narrows — except in an emergency. 

Tanker berth operators place oil containment booms around vessels 
during loading and unloading. 

Tankers are prohibited from anchoring in the Inner Harbour. 

OIL SPILL RESPONSE: 

The Port of Vancouver has never experienced a major oil spill. 
However, minor spills do occur — usually when a ship is bunkering or 
carrying out an internal oil transfer. 

In the event of a harbour spill: 

The ship must notify the Harbour Master who, in turn, notifies the 

Canadian Coast Guard and Environment Canada. The Harbour 
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Master or his designate attends the spill site to assess the situation. 
Environment officers also assess ecological danger and suggest 
appropriate clean-up methods. 

Harbour Master's crews are often able to quickly contain the spill with 

booms and begin clean-up with absorbent materials. 

Large-scale clean-up equipment in the Port of Vancouver is 

maintained by “Burrard Clean” — a cooperative operated by the oil 

refineries located in the harbour. Additional clean-up equipment is 
obtainable from the Canadian Coast Guard. A private contractor is 
often hired to operate the equipment and provide labour. 

A spill investigation can lead to charges being laid by Vancouver Port 

Corporation, the Coast Guard, or Environment Canada — oy all three. 

Before the ship at fault can leave the port, it must agree to pay clean- 

up costs. 

Notice to Pilots from Pacific Pilotage Authority (Dated January 1990). 
Subject: Operating Rules for Loaded Crude Oil Tankers of over 
40,000 tons deadweight. 

Agreement has been reached between the Coast Guard, the Harbour 
Master in Vancouver, representatives of the Oil Industry, your Directors, 
and the Authority that the following rules will apply to all loaded crude 
oil tankers of over 40,000 tons deadweight. 

1. Daylight high slack water Second Narrows with a minimum tide 
height of 10 ft. 

2. Conform to M.R.A. Rules. 

3. Order time for outbound loaded vessels to be 2 hours prior to 
slack water Second Narrows to aliow time for the Pilots to go 
over the passage plan with the Master. 

4. Two Pilots to be dispatched to loaded tankers, the Number One 
Pilot to have the conduct of the vessel and the Number Two Pilot 
to monitor steering engine and crew performance to ensure the 
Number One Pilots’s orders are carried out properly and to act 
as back up to the Number One Pilot. Both Pilots are to be on the 
bridge through Vancouver Harbour and from 3 miles North of 
East Point to the Victoria Pilot Station. 

5. Vessel to anchor at English Bay to await a suitable departure 
time to arrive at East Point on the next slack high water. Pilots 
normally to remain on board (At East Point: Maximum current 
2 knots.). 

6. Two ship's officers and 2 seamen are to be on the bridge at all 
times when underway. 

7. Anchors are to be clear of the pipes and ready for dropping from 
the terminal to English Bay anchorage. 

8. Ship's speed not to exceed 6knots in the Harbour, full 
manoeuvering speed between English Bay and 3 miles North of 
East Point, and 11 knots from East Point to the Victoria Pilot 
Station. 

9. Two extra seamen to be called out on standby from 3 miles North 
of East Point to the Victoria Pilot Station in case it should be 
necessary to take tug lines in an emergency. 

10. Tugs — Second Narrows: 

(a) 40,000 d.w.t. — 50,000 d.w.t. = 2x2,400 h.p. 

(b) 50,000 d.w.t. — 60,000 d.w.t. = 22,400 h.p. + 11,800 h.p. 

(c) 60,000 d.w.t. + = 22,400 h.p. + 21,800 h.p. 
The 22,400 h.p. tugs are to be used on lines and should escort 
the vessel to the Q.B. Buoy. 

11. Tugs — Boundry Pass: 

The “Seaspan Discovery” or 21,800 h.p. tugs are to be used 
to escort the vessel from 3 miles North of East Point to the Victoria 
Pilot Station. 

12. Harbour Master's Launch will be available to clear traffic and 

provide escort services through the Harbour. 


AUTHORITY: Vancouver Port Corporation, 1900 Granville Square, 
200 Granville Street, Vancouver, B.C. V6C 2P9. Tel: (604) 666-3226. 
Telex: 04-53310. FAX: (604) 666-8916. Contact: Captain N.C. Stark, 
Port Manager and Chief Executive Officer. Captain J.G. Houston, 
Harbour Master. 


VICTORIA, B.C.: 48.25 N. 123.22 W. (See Plan) 


PORT LIMITS: Southern tip of Albert Head, to Southern tip of Trial Island 
(Canadian Charts 3413, 3423 and 3415). 
DOCUMENTS: “See Vancouver”. 
APPROACHES: The entrance to Victoria Harbour has a deep, wide, 
Open water approach. The only hazard is Brotchie Ledge 900 m. S.W. 
of the outer end of the harbour entrance breakwater. The outer end of 
the breakwater and Brotchie Ledge are fitted with beacons. 
PILOTAGE: Pilots embark at Victoria for all British Columbia ports. Pilot 
station within 2 mile radius of buoy in position Lat. 48° 22’ 45” N., Long. 
123° 24' 56” W. Radio “Pilots Victoria” through radio station VAK giving 
ETA at least 12 hours and confirmed 4 hours before arrival. Pilot boat 
on VHF Channel 16 and 17. 
ANCHORAGE: 

“A” Lat. 48° 23’ 46” N., Long. 123° 26’ 58” W. 

“B" Lat. 48° 24’ 09” N., Long. 123° 27’ 36” W. 

“C" Lat. 48° 24’ 14” N., Long. 123° 26’ 43” W. 

“D” Lat. 48° 24’ 24” N., Long. 123° 25’ 54” W. 

“E” Lat. 48° 24’ 44” N., Long. 123° 26’ 37” W. 

“FF Lat. 48° 24’ 54” N., Long. 123° 26’ 00” W. 

Anchor berths “A”, “C” and “D" have a swinging radius of 1,500 ft. 
and “B", “E" and “F” 1,200 ft. 
RESTRICTIONS: Outer Harbour: Depth 35 ft. MLLW. Inner Harbour: 
Depth 21 ft. MLLW. Largest vessel to use port, length 800 ft. draft 35 ft. 
HEALTH: Quarantine Officials board with Pilot. Advise Agent of ETA. 
VHF: Pilot station. VAK. 
Harbour Master's Office can be contacted on Channel 73. This 

Channel is also used by ship's Agents in Victoria. 
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TUGS: Tugs and barges of various powers and sizes are available from 
Seaspan International Ltd., 345 Harbour Road, Victoria. B.C. V9A 3S2 
Tel: 385-7711. Two harbour tugs of 500 h.p. each service the Victorig 
area. Additional or larger tugs are available giving minimum 48 hour 
notice. 


BERTHING: 
Berth Length Depth Remarks 
(ft.) (ft.) 

Ogden Point “A” N. Side 800 35 For handling lumber, 

Ogden Point “A” S. Side 1,000 35 __ pulp, paper, plywood 
and general cargo. 
Fresh water available 
at 20 t.p.h. 

Ogden Point “B” N. Side 800 35-40 Dock to be renovated. 

Ogden Point “B” S. Side 800 33-35 The South side is used 


for permanent 
international ferry. 
Leased area — not 
available for other 
uses. 

Fresh water available 
at 20 t.p.h. 

Between Piers A and B (distance 92 m.), at the inner end, is a smal 
fish unloading dock used by the B.C. Packers Cold Storage Planj 
situated in the terminal area. Ogden Point also has the facilities to handle 
containers inbound and outbound. The terminal has a 20 acre paved 
cargo assembly area for trucks. Vessels must be self loading o 
unloading, but mobile cranes to 25 tons can be ordered if required. 
STEVEDORES: 13 gangs available. Refer “Vancouver” for holidays, 
etc., arranged by Agent. 

Working Hours: Westcan Terminals/Stevedores Ltd. offers 24 hour, 
7 day cargo handling services. Shifts: first 0100-0430, 0500-0800 
second 0800-1200, 1300-1700; third 1700-2100, 2130-0100. Work 
ceases 1200 on Christmas Eve and New Year's Eve. 

MEDICAL: Doctors and hospital facilities available. 

DENSITY: Salt water. 

FRESH WATER: Available at wharves. 

In Gulf Islands servicing Plumper Sound Anchorage: Gulf Islands 
Water Taxi Ganges — P.O.Box 814, Saltspring Island, B.C. VO3 1E0 
Tel: 537-2516. 

FUEL: FO and MDO available by barge from Vancouver. 
CONSULS: Norway. 

REPAIRS: All repairs facilities available. 

DRY DOCK: At Esquimalt: Length 1,173 ft.; breadth 125.6 ft.; depth 
49.5 ft. 

SURVEYORS: 1. Canadian Coast Guard, Victoria. Tel: 388-3646. 

2. Surveyors available through Yarrows Burrard Shipyard, Victoria 
Tel: 385-4421. Lloyd’s Sub-Agent: King Bros. Tel: 384-1174. 

Also see “Services”. 

GANGWAY/DECK WATCHMEN: Crew are required to act as deck 
watchmen. 

OPENING/CLOSING HATCHES: By crew or stevedores. 

CUSTOMS ALLOWANCES: See “Vancouver”. 

CARGO GEAR: Ship's gear. 

REPATRIATION: Possible, arranged by Agent. 

AIRPORT: Victoria International Airport: 32 km. North of Victoria 
Serviced by Air Canada, Canadian Pacific Airlines, Pacific Westem 
Airlines, Air B.C., San Juan Airlines and many international charters with 
same plane service to Calgary, Edmonton, Montreal, Seattle, Toronto, 
Vancouver and Winnipeg. 

Victoria Harbour to Vancouver Harbour: Serviced by Air B.C. with daily 
scheduled float plane service. 

HOLIDAYS: 11 statutory holidays, however work can be arranged. 
POLICE/AMBULANCE/FIRE: Available at dockside 24 hours a day. 
EMERGENCY CO-ORDINATION CENTRE: Rescue Co-ordination 
Center, CFB Esquimalt. Tel: 388-1543. 

TELEPHONES: Telephones required on all ships, arranged through 
Agent. 

SERVICES: Compass adjusting possible. 

Decca: Racal Decca Canada Inc., 353 Harbour Road, Victoria, B.C 
V9A 3S2. Tel: 388-6257. 

Fumigation: PCO Pied Piper, 3374 Burns Avenue, Victoria, B.C 
V8Z 3P2. Tel: 388-9721. 

International Garbage: Cypress Disposal Ltd., 2057 Mills Road, 
RR 2, Sidney, B.C. V8L 3S1. Tel: 656-0951. 

Laundry: Commercial Towel & Linen Supply Co. Ltd., 607 John Street 
Victoria, B.C. V8T 1T8. Tel: 383-5112. 

Marconi: Canadian Marconi Co., 1 Burnside Road W., Victoria, B.C 
V9A 1B2. Tel: 386-9414. 

Surveyors: Argus Marine Ltd., 2924 Wilkinson Road, RR 2, Mill Bay 
B.C. VOR 2P0. Tel: 743-3463. Hull and cargo. 

Lloyd's Register of Shipping, non-exclusive surveyor for hull, 
machinery and cargo attached to Marine Design Associates below. 

Marine Design Associates, 493B Garbally Road, Victoria, B.C. V8 
2J9. Tel: 384-4191. Telex: 049-7397. Hull, machinery and cargo. 

Welding: Edwards’ Welding Ltd., 727 Caledonia Avenue, Victoné 
B.C. V8T 1E4. Tel: 386-3264. 

BANKS: Algemene Bank, Nederland N.V., 650 West Georgia Street 
Vancouver, B.C. V6B 4N7. Tel: 682-5891. 

STORING: Vessels can be stored by truck or barge, during carg 
operations. Trucks may proceed alongside. Fork lift trucks may be used 
Customs regulations in force. Yarrows Ltd., can provide riggers. 
SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Seamans’ Book sufficient. f 
DEVELOPMENTS: Work has commenced on renovation of Pier “B’ 
AUTHORITY: Port of Victoria, Ministry of Transport, Room 317, 818 
Government Street, Victoria, B.C. V8BW 1W9. Tel: (604) 388-3578 
3808177 (Mobile telephone). Te/ex: Canadian Coast Guard — Victoné 
No. 0497185. Contact: Captain D. M. Featherby, Harbour Master. 


WELLAND, Ontario: 42.58 N. 79.13 W. 
LOCATION: Industrial city on the Welland Canal, 5 nautical miles below 


k 8. 
Dot UMENTS: See “Montreal”. 
RESTRICTIONS: Navigation season: April 1st to December 30th 
(usually). Channel depth: Controlled at 8.23 m. (27 ft.) in canal channel. 
HEALTH: Pratique granted at Quebec City for incoming vessels from 
foreign ports. 
TO. Ship-to-Shore communications through Toronto Coast Guard 
(VBG) or Buffalo (WBL). 
BERTHING: New Welland Dock, Wharf 10. Length of dock wall 182.9 m. 
(600 ft.). Berth 222.5 m. (730 ft.). Depth alongside 8.2 m. (27 ft.). Type 
of facility: self unloaders and rental cranes. 
SURVEYORS: ABS and Lloyd's at Toronto. 
GARBAGE DISPOSAL: Not available locally. 
WASTE OIL DISPOSAL: Not available locally. 
SEAMAN‘S CLUBS: None. 
AUTHORITY: St. Lawrence Seaway Authority, Niagara Region, P.O.Box 
370, 508 Glendale Avenue, St. Catharines, Ontario L2R 6V8, Canada. 
Tel: (905) 641-1932, (nights (905) 641-1939). FAX: (905) 682-4525. 
Contact: C.G. Treparnier, Regional Vice-President. 


WEYMOUTH, N.S.: 44.27 N. 66.01 W. 


DOCUMENTS: 

3 Crew Lists. 

3 Passenger Lists. 

3 Customs Documents. 

3 Health Documents. 

3 Manifests. 

Ship's Papers. 
PILOTAGE: Non-compulsory. Ship's Agent contacts vessel through 
Marine Radio Station, Yarmouth and notifies Pilot, who will then be on 
lookout. Ship gives standard whistle signal for Pilot, who boards about 
2 hours before high tide. In meantime, ship should ride at anchor about 
quarter mile N.W. of Fairway Buoy. No special pilot boat. Boat used for 
Pilot is 35 ft. fishing boat. 
ANCHORAGE: Good safe anchorage outside harbour in 33 ft. over mud. 
Also quarter mile N.W. of Fairway Buoy. 
MAX. SIZE: Max. length permissible 375 ft., max. beam 55 ft. Draft, 
approx. 26 ft. of water at high tide. 
RADIO: Yarmouth (VAU) or Saint John (VAR). 
TUGS: No tugs required. The fishing-boat will run lines to wharf if 
required. 
BERTHING: Government Wharf — North Weymouth: L-shaped pier 
provides 85.3 m. length berth. Depth alongside at LW: 3.0 m. (mean 
tidal range 6.1m.) A gravel open storage area available at wharf 
approach. 
STEVEDORES: Available. Experienced loading lumber and pulpwood. 
MEDICAL: Hospital: at Digby, 20 miles distant. Ambulance can be 
arranged. 
FRESH WATER: Available; delivery by truck. 
GANGWAY/DECK WATCHMEN: No watchmen necessary. 
TIME: Eastern Standard Time GMT minus 5 hours. Daylight saving time 
mm first week-end in April to last week-end in October, clocks advanced 

jour. 
POLICE/AMBULANCE/FIRE: Police Zenith 50000; Ambulance 245- 
2205; Fire 837-5142. 
TELEPHONE: No arrangement for placing telephones on board ship. 
Telephone available near dock. 
Ne ala alee Re-dredging of channel in near future. Dates not 
inalised. 
AUTHORITY: Transport Canada, Weymouth, Nova Scotia. 
Contact: R.L. Long, Customs Inspector, at Digby, Tel: 245-4039. 
F.Manzer, Harbour Master, Ashmore, Digby County, Nova Scotia. 
Tel: 837-4064, 837-4467. 


(See Plan) 


WINDSOR, Ontario: 42.19 N. 83.03 W. (See Plan) 
For important general information refer to “St. Lawrence Seaway”. 


DOCUMENTS: 

Sanitary Health Certificate — fixed on outside of container for 
agriculture plant protection. 1 paper affixed to each container. 

Meat Locker Certificate. 

Quarantine Certificate. 

3 Crew Lists. 

3 Passenger Lists. 

3 Stores Lists. 

Manifest — 3 A.6 — 2 A.6 out. 

Bill of Lading. 
WOO AGE: Pilots board ships at Sarnia Eastbound and Port Weller 

und. 

ANCHORAGES: Windsor Harbour Anchorage lies approximately 
= miles North of Fighting Island marked by 2 white buoys, showing 
nth white lights, an area of 800 ft. wide and 0.75 miles long. Depth 
5.5 to 6 fathoms. Permission to anchor must be obtained in advance 
om V.T.S. Sarnia. 
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MAX. SIZE: Can handle any ship the seaway passes. No tide. 
HEALTH: In the case of vessels arriving via the St. Lawrence River 
Radio Pratique may be obtained from Quarantine Quebec. See also 
“Montreal”. 

RADIO: VBE - Sarnia on VHF Channel 85. 

RADAR/VHF: No radar service. Harbour Master may be contacted on 
VHF Channel 14. 

TUGS: Available when required. 

BERTHING: (Also see “Plan”). 

1. Canadian Salt Co.: A major rock salt mine producing salt products 
for highways, water softeners and chemical use. Large tonnages are 
shipped by water. Lake freighters load at a 730 ft. dock with depth 
alongside 26 ft.. 

2. ADM-Grainco: (Archer Daniels Midland): A deep water grain terminal 
elevator with a storage capacity of 2.7 million bushels. Material handled 
includes soya beans, corn, wheat, oil seeds, as well as meal from 
adjacent ADM—Agri Industries Ltd. plant. A 1,300 ft. long (396.2 m.) dock 
enables ships to load and unload with modern conveyor equipment. The 
location provides easy access to all major railways and highways in 
Canada and the United States. 

3. ADM-Agri Industries Ltd.: Canada’s first multi-oilseed processing 
plant, located on a 40 acre (16 ha.) site adjacent to the grain terminal 
elevators and dock. The plant has an on-site storage capacity for 11,000 
tonnes of soya meal and 2,500 tonnes of soft-seed meal, and operates 
in close co-operation with the adjacent grain terminal docking facility. 
4. Morterm Limited: A commercial marine terminal on 87 acres, fenced 
and lit. Providing large open storage facilities. Lumber capacity of 45 
million board feet with a fleet of 15 trucks ranging from 52,000 Ib. 
capacity to 5,000 Ib. capacity warehouse lift trucks. Two mobile cranes, 
110 ton and 225 ton capacities to enable fast movement of goods 
between ship and the large paved wharves which include a concrete 
quay-type wharf of 2,400 ft. (731.5 m.) with direct rail transfer in a 200 ft. 
(60.9 m.) wide slip. Water depth is full Seaway depth. The Essex 
Terminal Railway connects with all major railroads. 

5. Barge Transport Inc.: This is a Roll-on/Roll-off truck ferry service 
operating between Windsor and Detroit. The dock is 800 ft. in length. 
The location provides easy access to all major railways and highways 
in Canada and the United States. 

6. Southwestern Sales Ltd.: The East dock is used principally to store 
construction aggregates. The 660 ft. (201 m.) dock accommodates self- 
unloaders. 

7. Canadian Fine Salt Dock: Primarily for package freight of any kind, 
including lumber. The dock is 410 ft. long and has a depth of 27 ft. 

8. Van De Hogen Group Dock: Provides outside storage area for bulk 
materials and lumber. 

9. Hearn Harbour Terminals: This dock is available for Roll-on/Roll-off 
for general cargo and bulk materials. Adjacent to the 150 ft. dock is a 
63,000 sq. ft. warehouse and large open storage with rail transfer and 
truck transportation connecting all Canadian and U.S. highways. 

10. Van De Hogen Group: Complete material handling, warehousing 
distribution and transportation services. 56 acres, marine, rail and truck 
terminals on the Detroit River, 75,000 sq. ft. inside storage, 3,000 ft. of 
trackage, heavy lift crane service, public weigh scale, 2 fully licenced 
motor carriers serving Ontario, Quebec and the United States. The 
location provides easy access to all major railways and highways in 
Canada and the United States. 

11. K Scrap Resources: Provides dock serviced property for storage 
and processing metal for re-cycling purpose. The river frontage is 650 ft. 
(198 m.). 

12. Windsor Harbour Commission — Liquid Fuel Dock: Owned by the 
Windsor Harbour Commission and includes a 1,000 ft. (304 m.) berth 
with fuel bunkering facilities, operated by Sterling Fuels (Mc Asphalt 
Industries Inc.) to fuel any vessel transiting the Great Lakes. A full range 
of fuels is available on a 24 hour basis. Depth alongside 27 ft. (8.2 m.) 
13. Windsor Harbour Commission: Dock is located on a site over 
30 acres. An 1100 ft. (335 m.) by 100 ft. (30.5 m.) slip runs along the 
West side. Goods handled are principally bulk stone and sand from 
self-unloaders. 

(a) Canada Building Materials cement mixing plant occupies part of 
the N.W. portion of the property. A large open storage area is used to 
receive stone for the cement operations. Length 315 ft., depth 27 ft. 
(8.2 m.). 

(b) Standard Aggregates Inc. has developed a fully integrated bulk 
aggregates depot on a 10 acre parcel at this site. Length 806 ft., depth 
25 ft. — 27 ft. (7.6 m. — 8.2 m.) 

14. Adams Cartage Dock: A large closed storage shed is on the 
property as well as open storage. In addition to the dock face, the 
property includes an 850 ft. (259 m.) by 100 ft. (30.5m.) slip at an 
average water depth of 16.4 ft. (5.0 m.). 

15. Pyramid Aggregates Ltd: Property includes a 450 ft. (137 m.) by 
80 ft. (24 m.) slip adjacent to a steel and concrete warehouse. 

16. Mill Cove Marina: Operated by Windsor Harbour Commission. 
A pleasure boat facility featuring indoor dry stack year-round storage, 
sales and service. 

17. Premier Concrete and Lake Ontario Cement Ltd.: (Divisions of 
ESSROC). Maintain this dock for the storage of building aggregates as 
well as bulk cement which is off loaded into silos. The 9 acre site has 
a 1,000 ft. (340 m.) dock face on the Detroit River. 

18. Canadian Pacific Railways: Norfolk-Southern Railway operates a 
daily Ro/Ro railroad car ferry to Detroit. Two loading aprons with 3 tracks 
each move rail cars from ferries and operate on a daily year round 
schedule. 

19. Dieppe Gardens Dock: Owned by the City of Windsor and docking 
is administered by the Windsor Harbour Commission. Complete with 
27 ft. (8 m.) of water at the 800 ft. (244 m.) cement-faced dock, it is used 
principally for visiting naval ships, cruise ships, etc. Fresh water and 
sewage disposal are available. Prior application to the Windsor Harbour 
Commission is required. 

20. Vacant. 
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21. Hiram Walker & Sons Ltd.: A private dock 2,200 ft. long with water NOTES 

depth at dockside from 19 ft. to 21 ft. during normal water conditions. F “at F 

22. Ford Motor Company of Canada: Dock is a private installation Please also advise Shipping Guides Ltd. 

1,800 ft. (549 m.) long and used mainly for storage of sand. 

23. Windsor Yacht Club: A private pleasure boat facility for members. 

24. Riverside Marina: A public pleasure boat facility owned by Windsor 

Harbour Commission — ramp, fuel, sales and service. 

25. Lakeview Park Marina: Operated by the City of Windsor as a facility 

for pleasure craft. Docks, launching ramps and parking areas provide 

easy access to Lake St. Clair and the Detroit River. 

26. Southwestern Sales Ltd.: East Dock: A bulk storage dock 

accommodating large quantities of crushed stone and sand received 

from self-unloading vessels. Length 700 ft., depth alongside 28 ft. (8.5 m.). 

STEVEDORES: Advice as to number of gangs should be received no 

later than 1600 hrs. on day preceding. Arrange through Agent. 

MEDICAL: Four hospitals. 

TANKERS: Sterling Fuels; hoses 14 in. and 10 in. Max. depth 27 ft. 
Slop tanks available. 

DENSITY: No tide, the water is fresh. 

FRESH WATER: Tank truck delivery. 

FUEL: Direct liquid fuel bunkering at Sterling Fuel Dock for ships up to 

and including 1,000 ft. 24 hr. service (VHF Channei 14 or Tel: (519) 

253-4694). Dock adjacent to main shipping channel. No coal bunkering 

available. 

FIRE PRECAUTIONS: Fire Dept. requires man at tank installations 

ashore while pumping, also notify Fire Dept. and Harbour Commission 

if any spillage. 

CONSULS: Italian Consul, tel: 256-0092. 

REPAIRS: All repairs above water can be carried out. 

SURVEYORS: Lloyd's Register and 4 others. 

GANGWAY/DECK WATCHMEN: Not required, but can be supplied. 

OPENING/CLOSING HATCHES: Normally done by the stevedoring 

company. 

CUSTOMS ALLOWANCES: See “Montreal”. 

AIRPORT: Windsor Airport approximately 5 miles. Regular flights 7 days 

a week by Air Canada. 

Bea GMT minus 5 hours from October to April. DST subject to local 


HOLIDAYS: The following are the legally observed holidays; however, 
vessels will be worked on these days at applicable rates: Christmas, 
New Year, Good Friday, Victoria Day, Dominion Day. Civic Holiday, 
Labour Day, Thanksgiving and Veteran's Day. 
POLICE/AMBULANCE/FIRE: Police 258-6111; Fire 258-4444 
Ambulance 258-2155; Emergency dial 911. 
TELEPHONES: Phones can be placed on board by prior arrangement. 
SERVICES: Tank truck available for tank-washings, also radio 
pes cal and radar service. Compass adjustor not available. 

RE LEAVE: No restrictions on shore leave. 
IDENTIFICATION CARDS: |.D. cards should be carried. 
GENERAL: Fluctuation of water level; high Westerly wind drops water 
level. Detroit River Light should be contacted for water gauge on VHF 
16 for upbound ships, and Belle Isle Coast Guard Stations on VHF 16 
for downbound ships. 
AUTHORITY: Windsor Harbour Commission, 500 Riverside Drive West, 
Windsor, Ontario, Canada N9A 5K6. Tel: (519) 258-5741. FAX: (519) 
258-5905. Contact: David S.H. Cree, General Manager. 


WOODFIBRE, B.C.: 49.40 N. 123.15 W. (See Plan) 


LOCATION: Port located in Howe Sound approximately 21 miles from 
Port Atkinson. 

PILOTAGE: See “Vancouver”. Arranged through ship's local Agent. 
ANCHORAGE: See “Vancouver”. 

TUGS: Arranged through ship's local Agents. Squamish Tug Tel: 898- 
3733. Seaspan International Tel: 988-3111. Rivtow Straits Ltd. Tel: 255- 


1133. 

BERTHING: Dock length — 449 ft. Dock width — 24 ft. Depth alongside 
— 30 ft. at Chart Datum. Principal cargo — unitised baled pulp. 
STEVEDORES: I.L.W.U. — Arranged through ship’s Agents. 
MEDICAL: Squamish Hospital Tel: 892-5211, (plus Mill First Aid). Dental 
— Squamish Tel: 892-3111. Doctor — Squamish Tel: 892-5151. 
FRESH WATER: Limited supply available. 

FUEL: Not available. 

CONSULS: See “Vancouver”. 

DRY DOCKS/REPAIRS: North Vancouver, Versitile Corp. Tel: 988- 
2111. 

GANGWAY/DECK WATCHMEN: Ship's crew, ship's gangway used. 
CUSTOMS: Tel: Vancouver — 665-1545. 

AIRPORT: Vancouver. 

POLICE/AMBULANCE/FIRE: Police — R.C.M.P., Tel: Squamish — 898- 
9611. Ambulance, Tel: Squamish — 898-3311. (Plus Mill ambulance). 
Fire — Mill Fire Department. Emergency number — 911. 

SHORE LEAVE: Mill area is a restricted area. 

GARBAGE DISPOSAL: No service available. 

WASTE OIL DISPOSAL: No service available. 

SEAMAN’S CLUBS: None. 

CURRENCY: Banks in Squamish or Vancouver. 

AUTHORITY: Western Pulp Limited Partnership, Box 5000, Squamish, 
B.C., VON 3G0, Canada. Tel: (604) 892-6688. Telex: 04-508828 
(Vancouver). FAX: (604) 892-6673. Cables: Westpulp Vcr. Contact: Jack 
Westerberg, Fibre and Shipping Superintendent. G. Harley, A. Dewit, 
D. Connors, Assistant Traffic Supervisors. 
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Canary Islands 


ARGUINEGUIN: 27.45 N. 15.40 W. (See Plan) 


LOCATION: On the South coast of Gran Canaria in position 
Lat. 27° 44.8’ N., Long. 15° 40.1’ W. Port used for loading/discharging 
cement products. ; 
PILOTAGE: Compulsory. Advise Agent 6 hours prior to arrival. Pilot 
poards 7 cables off breakwater from a small tug named “Atlante” which 
is painted with red letter “P" forward on both sides. 

ANCHORAGE: One mile S.E. from breakwater. Sand bottom. 

VHF: Continuous watch maintained on Channel 16. 


BERTHING: 
Berth No. Length Depth at LW 
(m.) (m.) 
1 408 5.0 — 10.5 


2 25 7.0 

CRANES: 2 mobile cranes each with a rate of 200 t.p.h. One mobile 
crane with rate of 80 t.p.h. One crane with a rate of 250 t.p.h. 
MEDICAL: Hospital at Las Palmas. 
DENSITY: 1025. 
FRESH WATER: Available at both berths. 
OPENING/CLOSING HATCHES: By ship’s crew. 
AIRPORT: Distance 40 km., served by many airlines. 
GARBAGE DISPOSAL: Not available. 
WASTE OIL DISPOSAL: Not available. 
SEAMAN’S CLUBS: None. 
CURRENCY: Pesatas. 

U.S.$1.00 = Pts.142.98 (20.2.94). 

U.K.£1.00 = Pts.208.48. 

German Mark 1.00 = Pts.81.21. 

French Franc 1.00 = Pts.23.94. 
SERVICES: All services available from Las Palmas. 
AUTHORITY: Cementos Especiales S.A., Arguineguin, 35120-Las 
Palmas de Gran Canaria, Canary Islands. Tel: (928) 15-06-78. 
Telex: 95397 Puzz E. FAX: (928) 15-07-37. Contact: Juan Curbelo, 
Pilot, Tel: 15-05-55 (Private). 


ARRECIFE: 28.57 N. 13.33 W. 


DOCUMENTS: 
Maritime Health Declaration. 
5 Crew Lists. 
4 Transit Passenger Lists. 
2 Provisions Lists. 
8 Manifests Discharge Cargo. 
8 Lists of Passengers Disembarking. 
PILOTAGE: Call Pilot VHF Channel 16. Pilot boards about 1,000 m. off 


port. 

ANCHORAGE: Safe anchorage available. Cruising vessels may use 
own boats for transporting passengers. 

RESTRICTIONS: None, except draft (See “Berthing”’). 

HEALTH: Pratique granted in berth or at anchorage if vessel not 
berthing. Suspected disease on board should be reported to Agent by 
radio before arrival. 

RADIO: Las Palmas Radio. 

VHF; For communication with Pilot — Channel 16. 

TUGS: No tugs stationed at Arrecife. May be ordered from Las Palmas 
with advance notice. 

BERTHING: Muelle de los Marmoles. 1,000 m. long. Max. draft 9 m. 
faa 2 work with ship's own gear. 

STEVEDORES: Shifts 0800 — 1400 hrs., 1400 — 2000 hrs. No work 
Sundays or Holidays except by special arrangement. 

MEDICAL: Facilities available. Advance notice required for inoculations/ 
vaccinations which might not be immediately available. 

FRESH WATER: Not available either ex-wharf or ex-barge. 

FUEL: By arrangement with Spanish Oil Company CEPSA only. 
REPAIRS: Slipways up to 400 tons. Workshops for minor repairs. 
REPATRIATION: Via Las Palmas only. 

AIRPORT: About 15 km. from port. Served by Interinsular flights and 
charter flights. 

TIME: GMT during Winter. GMT plus 1 hour from first Sunday in April 
'o last Sunday in September. 

nave: As for Spain, plus local holidays February 7th and August 


SHORE LEAVE: Allowed. 
Se: Grupo de Puertos de Gran Canaria, P.O.Box 156, 
ife. 


LA SALINETAS: 27.58 N. 15.22 W. 


LOCATION: Private wharf about 15 km. South of Las Palmas, port of 
fertiliser plant. 
UMENTS: 

Maritime Health Declaration. 

6 Crew Lists. 

2 Provisions Lists. 

8 Manifests of cargo for discharge. 

LOTAGE: Pilot is taken at Las Palmas. Vessels should advise ETA 
0 their Agents in advance and contact Las Palmas Pilots on VHF 

Nannel 16 on arrival. 


CANARY ISLANDS 


MAX. SIZE: LOA 150 m., draft 8.5 m. 

HEALTH: Pratique granted on berthing. 

RADIO: Las Palmas Radio. 

TUGS: Not normally used, but available from Las Palmas if required. 

BERTHING: Private loading quay 200 m. long, depth 8.5 m. — 15m., 

can accommodate ships of 150 m. length and 8.5 m. draft. Loading by 

peli an belt, 150/200 t.p.h. 

MEDICAL: At Las Palmas, full facilities. 

FRESH WATER: Available in an emergency only. 

ry Not available. Vessels should be stemmed for bunkers at Las 
almas. 

REPATRIATION: Arrangeable via Las Palmas Agents. 

AIRPORT: Las Paimas Gando Airport — 5 km. 

TIME: GMT during Winter. GMT plus 1 hour from first Sunday in April 

to last Sunday in September. 

HOLIDAYS: As for Spain, plus local holiday September 8th. 

SHORE LEAVE: Allowed. 

AUTHORITY: Compania Insular del Nitrogeno, S.A., P.O.Box 417, 

35080 Las Palmas, Grand Canary, Canary Islands. Te/: 690688, 695860. 

Telex: 95046. Cables: Insunitro Las Palmas. 


LAS PALMAS: 28.05 N. 15.27 W. 


DOCUMENTS: 
5 Crew Lists. 
4 Transit Passenger Lists. 
2 Provisions Lists. 
8 Copies of Manifest, with Bills of Lading covering cargo for Las 


(See Plan) 


Palmas. 

8 Lists of Passengers Disembarking. 

Passports of passengers landing (required by Immigration 
Authorities). 


1 Maritime Health Declaration. 

PILOTAGE: Compulsory. Masters send radio message to Agents 
48 hours and 24 hours prior to arrival giving ETA and requirements. Call 
Pilot by VHF Channel 16. Pilot boats have black hull, white wheel house, 
with black “P” and boat number painted both sides of wheel house. 

Pilot boards approximately 1 mile from harbour entrance. 
ANCHORAGE: Good anchorage in roads, depth in excess of 35 m. 
Sandy bottom in North Roads, sand and shingle in South Roads. Mean 
tidal range 2.5 m. Tidal velocity negligible. After September 1994, the 
rae cen Zone will be under vigilance of Radar Las Palmas Port 

Ntrol. 

If anchoring off Las Palmas great care must be taken in choosing a 

position to anchor bearing in mind the great depths at relatively short 
distances from the island and the congested nature of the off-port area. 
Because the bottom is uneven and rocky ships should not steam to the 
anchoring position with too much cable walked out but, in view of the 
depths, it is necessary to lower the anchor to the bottom when all way 
is off the ship. Several ships have lost their anchors during the anchoring 
manoeuvre off La Luz. 
RESTRICTIONS: No length or beam restrictions. Max. draft for vessels 
bunkering or working cargo 20.0 m. (Reina Sofia — South Dock). Vessels 
berth and unberth during day and night. Vessels carrying dangerous 
cargoes must apply through their Agent with 48 hours advance notice 
(72 hours for explosives) for permission to enter port, declaring quantity, 
IMO class and UN numbers also ports of origin and destination of the 
cargo. Tankers in ballast must declare whether tanks gas-free or inerted. 
MAX. SIZE: Vessels of any length and beam can safely berth and 
normally discharge and load cargo while bunkering. Max. allowable 
draft 66 ft. 

Largest vessel berthed 550,000 d.w.t. 

RADIO: Las Palmas Radio, call sign EAL. 


VHF: 
Port Control Channel 16 
Pilots Channels 12 or 14 
Tugs Channel 14 
Rescue Co-ordination Channel 10 


TUGS: The following harbour and/or salvage tugs are available: 
Tamaran, 2,375 i.h.p.; Arucas, 2,200 i.h.p.; Nub/o, 1,062 i.h.p.; Orotava, 
2,062 i.h.p.; Bandama, 4,134 i.h.p.; Capero Tres, 227h.p.; Capero 
Grande, 240h.p.; Capero Chico, 133h.p.; Don Quijote, 195 c.v.; 
Don Quijote |, 200 c.v.e. 

The following salvage tugs are available: Off-Valencia, 7,600 h.p.; 
Boluda Valencia, 2,200 h.p.; Punta Mayor, 2 engines of 4,000 h.p. each. 
BERTHING: Subject to availability. Information should be radioed to 
Agent 48 hours prior to arrival, if berthing required, and for what purpose. 
Harbour approach from open sea with no impediments. 

Leon y Castillo: Runs North/South, approximately 2,000 m. long. This 
quay is normally used by vessels bunkering and is fitted with bunker 
and fresh water line connections along its entire length. 

Height of quay above LW averages 4.5 m. Average rise and fall of 
tide 2.5 m. 

Vessels lie safely alongside at the following maximum drafts: 

Berths No. 1-69 33 ft. 

Berths No. 69 — 84 40 ft. 

Vessels using Berths No. 1 to 14 with drafts between 34 ft. and 36 ft. 
must enter and clear between half and full tide. 

The inside of Dique Leon y Castillo is a stone wall fendered about 
every 12.0 m. 

The breakwater berths are allocated by bollard numbers according to 
the numbers free at the time of allocation. The distance between the 
two ships on either side of your ship’s berth may not be more than 
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1.1 times your ship's length, therefore careful manoeuvring into berth 
is essential. 

All bollards for moorings are on the edge of the quay spaced 25 m. 
apart and, therefore, when ships are light, moorings will have a large 
vertical angle with little breasting effectiveness. At Leon y Castillo Quay, 
there are double bollards, from Bollard No. 52 to No. 66, and from 
Bollard No. 70 to No. 82. 

The public has access to the main breakwater and no control of 
smoking is effected. Extreme vigilance must, therefore, be exercised to 
Phi against unauthorised boarding and fire hazards. 

Luz Mole: This quay is used mainly for cargo operations and has a 
total of 1,200 m. of berthing space. 

A grain silo is situated at the North end of the quay. Maximum draft 
for berthing at the silo (capacity 12,000 tons) is 32 ft. Two connections 
for discharge of edible oils to the local refinery are also on this ay. 
Maximum drafts alongside the connections are 39 ft. and 32 ft. 
respectively; at the latter connection there is a length restriction of 150 m. 
One cold storage installation situated on this quay. 

Fish Mole (Espigon del Castillo) and Ribera Mole: These 2 quays are 
used mainly by fishing vessels and coastal cargo vessels. Five cold 
storage installations are situated on the Fish Mole. 

Santa Catalina Mole: Length 400 m., depth 4m. — 8m. This quay is 
used as a terminal for passenger ships. 

Queen Sofia Mole: 3,200 m. breakwater with dolphin berth for tankers. 
Depth of water 22 m. This allows berthing of ULCCs for repairs afloat, 
path underwater cleaning, etc. 

Mole EN-1: Length 520 m., depth 12m. For berthing vessels up to 
300 m. LOA. There is a Ro/Ro ramp and container handling facilities. 
A fertiliser bagging plant and conveyor system is in operation. 

Mole EN-2: Length 410 m., depth 12m. For berthing vessels up to 
300 m. LOA. Facility used by container vessels. 

Mole EN-3: Length 440 m., depth 14 m. For berthing of vessels laying- 
up, bunkering or using the grain silo. 

CARGO HANDLING EQUIPMENT: 

Quay EN-1: Served by 2x30 ton Imenasa quay cranes and 2x35 ton 
Liebherr Tango container gantry cranes, with Ro-Ro ramp. 

Total area 14 ha.; 31 mobile cranes (Mannesmann Demag/Pegaso/ 

Magirus/various (1.5 tons — 125 tons)); 10 front handlers (20 tons — 
30 tons); 102 yard tractors (ATA/Eurocar/various); 226 yard chassis 
(Fruehauf/various); CFS on Terminal; 118 forklifts (OMC 2D/Fiat 85/ 
various (1.2 tons — 42 tons)). 
Quay EN-2: Total area 8ha.; simultaneous loading/unloading 
5 containers; 100 electric connections for reefer containers; served by 
one Liebherr container crane (Panamax) 35 tons capacity; one Imenasa 
conventional crane 30 tons capacity; one Paceco container (Post 
Panamax) 40 tons capacity; 8 forklifts 40 tons; 2 Paceco transtainers 
(rubber tyre); five over four/six more truck. 

Marine operations 24 hours per day in 6 hour shifts throughout the 

year. Land operations 0800 hrs. — 2000 hrs., Monday to Friday; 
0800 hrs. — 1400 hrs. on Saturdays. 
BULK CARGO FACILITIES: Grain silo with 4 extractors. Rate 50 t.p.h. 
for each extractor. Draft alongside 32 ft. Cement silo with 2 extractors. 
STEVEDORES: Loading and discharging of general cargo can be 
carried out between 0800 hrs. and 0200 hrs. including Saturdays; 
between 0800 hrs. and 1400 hrs. on Sundays. 

Stevedoring labour works on a 6-hour shift system, 3 shifts per 
24 hours. The shifts commence at 0800, 1400 and 2000 hrs. 

Labour for the 0800 hrs. shift must be ordered by 0715 hrs., and for 
the 1400 hrs. and 2000 hrs. shifts on Monday to Fridays by 1315 hrs. 
Labour for all Saturday shifts must be ordered by 0800 hrs. on Saturday. 
MEDICAL: Master should advise Agent if medical attention required on 
arrival. Hospital and ambulance services available day and night. 
Vaccination and inoculation available any time but notice should be given 
prior to arrival. 

TANKERS: No facilities for slop discharge. Facilities for sludge. There 
is a special berth for large tankers with a draft of 22 m. 

Each of the main oil companies have their own valve manifolds in pits 

in the breakwater roadways. These manifolds are connected to the ship's 
manifold by hoses and, sometimes, hard pipe strung along the 
breakwater road. 
Berthing Procedures at Leon y Castillo: Tugs are made fast, using tug’s 
wires putting eyes over the bitts, before entering harbour. Good 
messengers are required to lift tug’s wires on board, especially if light 
ship. All ships have one tug on the hook forward, 1 tug on the hook aft 
and from 1 to 3 tugs alongside on the side away from the berth (usually 
port side). Communications between ship, tugs and mooring boat are 
oar by portable VHF sets carried by the Pilots, using Channel 11 
or 6. 

On passing the Southern end of Dique del Leon y Castillo, the ship 
makes a 90° turn to starboard and proceeds to berth. Ships are normally 
berthed head to wind and as this prevails from the N.E., most berthings 
are starboard side to the breakwater. If the wind is from a Southerly 
quarter the ship is swung off the berth before going alongside. 

The pilot boat follows the ship into the harbour and runs the head and 
stern moorings ashore. 2 head lines and 1 stern line are usually first 
ashore. At this time it is essential that the offside tugs are in a position 
to be able to retard the ship's movement towards the berth. Spring lines 
are put ashore by heaving line. 

The ship is not spotted on to a hose handling point but is placed 
centrally between bollard numbers. Extension hoses and sometimes 
hard pipe are then used to connect the valve pit with the ship's manifold 
position. 

Cargo/Bunker Connections: All hose handling is achieved with the ship's 
derrick which should be topped ready before berthing. Hoses used for 
cargo discharge are 8 in. with normally ASA bolted flange connections 
but some companies use quick release couplings. Hoses for supply of 
bunkers are 8 in., 6 in. or 4 in. with ASA bolted flange connections. 

Preparation of Manifold: Hose derricks to be lifted and plumbed for 1 m. 
outside ship's rail. For cargo discharge 8 in. outlets should be prepared. 
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Gangway: Ships must provide their own gangway. Because vehicig 

pass along the breakwater, gengwaye must be put out in a fore and a 

direction or an accommodation ladder used. 

Cargo/Bunkers Handled: B.P., Texaco, Ducar, Cepsa, Disa, Esso 

Petrocan, Shell, Mobil import IFO 180, IFO 380 and Marine Gas Oil, - 

Deballasting Facilities: None. 

Ullaging, Temperature, Water Finding: To be done after arrival }p 

conjunction with a Shore Inspector. 

Cargo/Bunker Handling Facilities: B.P., Texaco, Ducar, Cepsa, Dise 

Esso, Petrocan, Shell, Mobil storage are located at the shore-end ¢ 

Dique Leon y Castillo, at the same elevation as the breakwater road. 
The tanks are connected to the berth as follows: (All companies hay, 

pipelines in all piers mentioned below). 


Pier Company Connections 
No. 
Dique Reina Sofia B.P. 15 
EN-3 Ducar 14 
Cepsa, Esso, Shell, Texaco 12 
Leon y Castillo Shell 14 
epsa 8 
Ducar 14 
Esso 13 
Texaco 12 
Mobil 2 
Primo Ribera Cepsa and Texaco 12 
and La Luz Shell 11 


If other ships require Fuel Oil bunkers during discharge of this grade, 
these are delivered via the 12 in. line leaving the 16 in. line for discharge 

Bunker deliveries are made at 600/700 t.p.h. maximum. Normal rates 
200/500 t.p.h. All bunker deliveries are metered. Bunkers can tk 
delivered by barge to ship at anchor by all companies with 3 barges 
There is a barge service to supply fresh water at anchorage. 
Passing Traffic, Weather, Tide, Current Problems: No traffic or curren 
problems. 

Maximum tidal rise 2.7 m. over datum. 

Whilst the weather is generally equable, wind from S.E. can cause: 
problem to ships with high freeboard due to lack of adequate breastin 
facilities. A close watch should be kept on moorings and weathe 
conditions. 

Density of Dock Water: Full salt. 

FRESH WATER: Available at inner harbour mole delivered by hose 
rate of approx. 50 t.p.h. per hose, while bunkering and/or loading 
discharging cargo. Also available by barge at anchorage. 

FUEL: Masters to include in messages to Agents amount, grade an 
viscosity of oil required, and name supplier, 48 hours prior arrival. 

Bunkers supplied 24 hours. Fuel oil, diesel and gas oil availabe 
ex-wharf, rate 1,000 t.p.h. 

CONSULS: The following countries have Consular Representations ¢ 
Las Palmas: 


Argentina Gambia Netherlands 
Austria Greece Norway 
Belgium Guatemala Panama 
Bolivia Guinea Bissau Peru 

Brazil Iceland Philippines 
Cape Verde India Portugal 

Chile Ireland South Africa 
Colombia Italy Sweden 

Costa Rica Japan Switzerland 
Cuba Korea Syria 

Denmark Liberia Togo 

Ecuador Luxembourg United Kingdom 
El Salvador Mauritania United States of America 
Equatorial Guinea Mexico Uruguay 
Finland Monaco Venezuela 
France Morocco 


REPAIRS: All types of deck and engine repairs carried out afloat. 
DRY DOCK: Repair Wharf length 560 m. depth 8 m. — 12 m. Syncrolf 
platform, lifting power 9,500 tons, for vessels up to 175 m. length, 30 m 
beam and 30,000 d.w.t. 5 mooring points of 180 m. and 2 of 220 m. 
SURVEYORS: The following Classification Societies have reside? 
appointed Surveyors at Las Palmas: American Bureau of Shipping, Dé 
Norske Veritas, Lloyd's Register of Shipping, Nippon Kaiji Kyoke 
Registro Italiano Navale, Bureau Veritas, Comisariado Espan 
peer Com.Tecnico de Peritaciones and Korean Register ¢ 
hipping. 
GANGWAY/DECK WATCHMEN: Recommended. Arranged by Agenis 
Shipmaster’s Report: August 1990. 

Thieving on ships is very bad at present. Watchman can be crét 
member or shore watchman. He should be armed with some sort? 
implement. 

OPENING/CLOSING HATCHES: Performed by stevedores. , 
CUSTOMS ALLOWANCES: No restrictions for tobacco, wine or spirit 
REPATRIATION: All facilities for crew changes, by sea and air. 
AIRPORT: International Airport 26 km. South of Las Palmas. 

TIME: GMT in Winter. Summer-time is GMT plus 1 hour. 
HOLIDAYS: Local holidays: 30th May; 24th June; 8th September. 

National Holidays: 1st January; 6th January; 19th March; 1st Maj 
25th July; 15th August; 12th October; 6th December; 8th Decembé 
25th December. 

Feast Days: Maundy Thursday (half-day); Good Friday; Ascensi” 
Day; Corpus Christi. 

Citgo handling during holidays and feast days; no stevedoring labov 
available: 1st January and 25th December, from 2000 hrs. on day pr? 
to and 0800 hrs. on day following holiday. 1st May, Good Friday, 25° 
July, from 0800 hrs. on day prior to and 0800 hrs. on day follow 
holiday. 

POLICE/AMBULANCE/FIRE: Police, 091. Ambulance, 222222. Fit 
080. Port Control and Rescue, 900-202202 and VHF Channel 16. 
TELEPHONES: Line connected to vessels alongside wharves {ror 
Harbour Board exchange if required. 


SERVICES: Underwater hull cleaning, painting, surveys are carried out 
in clear water in outer harbour. Compass adjusting, gyro repairs, radar 
irs, etc. 
Sores/Spares: Contact Afronaves (See “Agent”). 
SHORE LEAVE: Permitted. For some nationalities, passes must be 
issued by Immigration Authorities. 
|DENTIFICATION CARDS: Not necessary. 
OFF-PORT TRANSFERS: 24 hour service throughout the year by 
helicopter and launch. 
Helicopter: Cosmar S.A. Tel: (34-28) 467757/467955/467965. Fax: (34- 
28) 467760. VHF Channel 10. 
Launch: Remoicadores Insulares. Tel: (34-28) 229419. Fax: (34-28) 
70098. 
; Sefare S.L. Tel: (34-28) 414108. 
DEVELOPMENTS: A new Outer Breakwater is already in use. This runs 
North/South, parallel to the Leon y Castillo Mole, and approxi-mately 
1,000 m. to the East of it. The new breakwater is 3,200 m. long. 
The new harbour area thus created contains at the Northern end the 
Synchrolift drydock and repair installation which is already operational. 
This outer area of the harbour is protected from Southerly weather by 
a newly constructed jetty heading N.E. from the Southern point of the 
Leon y Castillo Mole, and will in due course provide further 
Ro/Ro ramps and also deep-water berths for large vessels. 
AUTHORITY: Autoridad Portuaria de Las Palmas, Explanada Tomas 
Quevedo s/n, 35008 Las Palmas de Gran Canaria. Tel: (34-28) 458100. 
Telex: 96004. FAX: (34-28) 458122. Contact: Harbour Master 
(Tel: (34-28) 464830, 468289. Fax: (34-28) 468269). 


AGENT: Afronaves, Los Montes 4, 35216 Valsequillo (P.O.Box 2852), 
Las Palmas, Canary Islands. Tel: 34-28-570754. Fax: 34-28-570712/ 
462732 (AOH 34-28-570754, mobile 34-08-108791). Telex: 95022 
Ruscan E. Cables: Afronaves or Granship Spares. 


SANTA CRUZ DE TENERIFE: 28.28 N. 16.14 W. 
(See Plan) 


DOCUMENTS: 

6 Crew Lists. 

6 Passengers in Transit Lists. 

8 Passengers Landing Lists. 

7 Cargo Landing Manifests. 

2 Stores Lists. 

1 International Health Declaration. 

1 Free Pratique. 

Ino passenger or cargo landing, must present negative declarations. 

PILOTAGE: Compulsory. Recommended give Agent 48, then 24 hours 
notice of ETA. Contact Pilot station by VHF Channels 14 or 16. Pilot 
station located at shore end of Muelle Norte. Pilot boards up to 2 miles 
off extreme end of Muelle Sur. In daytime pilot cutter identified by blue 
flag with white “P” superimposed; night-time, red and white light. When 
pilot cutter unable proceed out of harbour due heavy weather, Pilot 
awaits in lee of extreme end of Muelle Sur. Pilots called by VHF when 
entering (Channels 16 and 14); on sailing called by local Agent, or by 
VHF Channel 16 or 14. 

ANCHORAGE: Vessels proceeding to anchorage are conducted by 
Pilot. Anchorage outside breakwater in depths 10 — 40 fathoms. 

MAX. SIZE: Floating pipeline terminal at Honduras, up to 240,000 d.w.t. 
Dolphins, up to 45,000 d.w.t. 

Dique del Este (new part), 700 m. long with 300 m. LOA limitation, 
draft up to 60 ft. 

HEALTH: Free Pratique not granted by radio. “Q” Flag must be flown 
until vessel cleared inward by Port Health Authorities, which procedure 
'S very quick. If suspected disease or fever on board, Agent or Port 
Health Authorities must be notified by radio. 

RADIO: Tenerife Radio — call sign EAT working frequency 472 kHz. 
Short-wave EAT 3 working frequency 1930 — 0830 hrs., 8742 kHz. Short- 
wave EAT 4 working frequency 0830 — 1930 hrs., 13092 kHz. Radio 
telephone call sign “Tenerife Radio” working frequency 1740 kHz. 

There is a 24 hour telephone link with vessels within 100 miles range, 
which vessels may utilise by calling Tenerife Radio on VHF Channel 16 
for connection to Agent's telephone number. 

GS: Join vessels entering approximately 0.5 miles to 1 mile from 
extreme end of Muelle Sur. Use of tug’s lines optional, but when supplied 
by the tug, extra charges incurred. Use of tugs not compulsory. 

Tugs normally available: Guimar 1,600 h.p.; Tarifa 2,300 h.p.; 
Algeciras 3,200 h.p.; Coria 3,200 h.p.; El Guanche 2,850 h.p.; 
Gran Canaria 2,850 h.p. 

BERTHING: 


Dique del Este: 960 m. length, depth alongside 16.0 m. — 19.5m.; 
234m. length, depth alongside 12m. Quay used by tankers, bulk 
Carriers and container vessels. Water and bunkering facilities available. 
New Container Base (South Dock): Length 450 m. Depth alongside 
10m. Gantry cranes up to 35 tons available. 
Dique Muelle Sur: 803 m. length, depth alongside 12 m.; 213 m. length, 
h alongside 10m.; 638m. length, depth alongside 8.00 m. 
Bunkering and fresh water connections available. Quay used by 
Passenger vessels and vessels bunkering. 
Muelle de Ribera: 412 m. length, depth alongside 10 m.; 131 m. length, 
Gepth alongside 9.5 m.; 295 m. length, depth alongside 8 m., 314 m. 
math, depth alongside 7 m. There are 5 Ro/Ro berths. Bunkers and 
Phat water available. 
ishing Harbour: Total length 1,850 m. Depth alongside 6 m. Bunkers 
the ae by road tanker and water available at certain points along 
y. 


CANARY ISLANDS 


Muelle Norte: 103 m. length, depth alongside 8 m. Bunkers and water 
available. 

Container Terminal (N.E. Dock): Length 420 m., depth alongside 10 m. 
Honduras Mole: Length 90 m., depth alongside 8 m. 

Dolphin Berth: Length 90 m., depth alongside 10 m. 

CRANES: 

Muella de Ribera: 3x6 ton, 1x40 ton and 8x3 ton Portal cranes. 
Muelle Norte: 26 ton electric Portal cranes. 

Dique del Este: 230 ton electric Portal cranes. 

Container Terminal (N.E. Dock): 1x30 ton gantry crane. Mobile cranes 
180 tons and 125 tons available. 

Floating Cranes: 180 ton. 

BULK HANDLING FACILITIES: Grain silo situated at entrance to East 
Mole, max. discharge rate per extractor, 200 t.p.h. Two extractors 
available and can work 24 hours a day. It is only used for government 
department imports. All other shipments are discharged by grabs at the 
South Mole. 

STEVEDORES: Monday to Saturday gangs ordered at 0600, 1200 and 
1800 hrs. On Sunday there is only one shift from 0800 — 1400 hrs. and 
gangs for Sunday work must be ordered at 1300 hrs. on Saturday. 
Telegraphic information from Masters to be despatched 48 hours prior 
arrival giving first ETA. Gangs work three 6-hourly shifts, viz. 0800 — 
1400 hrs., 1400 — 2000 hrs., 2000 — 0200 hrs. Fourth shift from 0200 — 
0800 hrs. by special request. Orders to be made by 1900 hrs. 
All necessary gear supplied by stevedores. 

MEDICAL: Masters to advise by radio if medical attention required on 
board. Yellow fever inoculation possible in daytime subject prior 
notification. 

TANKERS: Local refinery (Compania Espanola de Petroleos SA) have 
ample couplings, hoses and reducers. Slop facilities available. Tankers 
up to 240,000 d.w.t. discharge at Floating Pipeline Terminal at Honduras 
Buoy Zone. 

Loading terminals situated at Dique del Este; at Puerto Honduras 
(used mainly for LPG and refined spirit loading) for 45,000 d.w.t.; and 
2 berths at extreme end of Muelle Sur. 

DENSITY: About 1025. 

FRESH WATER: Available at all berths, delivered by hose any time day 
or night. Water barges available 24 hours to supply vessels at 
anchorage, 500 tons and 400 tons capacity. Night-time at extra cost. 
FUEL: All grades available from CEPSA (cables “Spanoil Madrid” 
and/or “Tenerife’). Fuel available at all berths, average rate of loading 
500 t.p.h. — 600 t.p.h. Bunkers at anchor can be supplied by bunkering 
barge Mayorga, 1,400 tons capacity, or Spabunker, 6,000 tons fuel; 
1,500 tons gas oil. Notice required for refuelling 72 hours, to be 
confirmed at 48 and 24 hours before arrival. 

Also see “Shipmaster’s Report”. 

FIRE PRECAUTIONS: All tugs equipped fire-fighting equipment 
including foam and 4 water/foam monitors. Refinery well equipped with 
shore fire-fighting equipment, including mobile foam trucks. 
CONSULS: 


Austria Finland Norway 
Belgium France Peru 

Bolivia Germany Portugal 

Brazil Italy Sweden 

Chile Liberia United Kingdom 
Colombia Monaco Uruguay 

Costa Rica Netherlands Venezuela 


Denmark 
REPAIRS: NUVASA offer a synchro-lift, lifting capacity 2,000 tons, and 
vessels up to max. 83 m. LOA can slip at their yards, where there is 
space for 14 vessels at a time. Docking can be effected day and night. 
Also available is a floating dock with 6,000 tonne capacity. 

Their workshops can carry out major repairs to ships afloat, including 
engine and boiler work, and is equip with modern machinery. 
SURVEYORS: Lloyds, ABS, NKK, RIN, BV, GL and NV available from 
Las Palmas. BV and GL in Santa Cruz. 

GANGWAY/DECK WATCHMEN: Available but not compulsory. 
HATCHES: Normally opened by crew, stevedores lifting beams. If whole 
operation carried out by stevedores, extra charge possible. 
CUSTOMS ALLOWANCES: Free port, no restrictions in force. 
REPATRIATION: All facilities available for repatriation and crew 
changes. Daily air flights to Madrid and Europe. 

AIRPORT: “Reina Sofia” International Airport situated 65 km. from port, 
served by Iberia, KLM, Air France, Lufthansa, British Airways and others. 
Daily flights to and from most European capitals. 


TIME: GMT in Winter, GMT plus 1 hour in Summer. 


HOLIDAYS: Local holiday: May 3rd. National holidays: January 1st, 
January 6th, March 19th, Maunday Thursday, Good Friday, May 1st, 
Corpus Christi, July 25th, August 15th, October 12th, December 8th, 
December 25th. 


POLICE/AMBULANCE/JFIRE: Police 091; Ambulance 241502; Fire 
220080. 

TELEPHONES: Facilities exist for connecting telephones on board. 
SERVICES: Underwater hull cleaning, tank cleaning-compounds (Basic 
Chemicals, etc.), compass adjusting. 

Passenger Transport: 8 special craft are available which listen out 
permanently on Channel 16 VHF. 

Transport, Victualling, Lubricants, etc.: There is a fleet of craft operating 
24 hours a day for this pupose. 

Cleaning of Hulls and Painting Afloat: The company RETRASUB using 
the Scamp. system operates, and has special craft for hull painting. 
Sick Persons: Brought ashore in small craft, and there are ample medical 
and surgical services available in Tenerife. 

Disembarkation of Crew, Technicians etc.: The airports of the island 
provide wide international coverage for moving crews, etc. 

Waiting for Berths: Very reduced tariffs are applied to vessels waiting 
on stand-by in the anchorage. 

SHORE LEAVE: No restrictions, except for Crew members of East 
European countries. (See “Identification Cards’’). 
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IDENTIFICATION CARDS: Not required. Citizens of East European NOTES 
countries may require identification cards. Please also advise Shipping Guides Ltd. 


SHIPMASTER’S REPORT: April 1988. 

Vessel called for bunkers only. On contacting pilot station, the vessel 
was given a position to anchor outside the breakwater. The pilot station 
is to be informed after anchoring. The bunker vessel is fitted with a flow 
meter and the amount of bunkers supplied is ascertained by the same. 
The Agent boarded the vessel promptly and took care of all the 
formalities and issued Port Clearance. If a vessel stays for over 6 hours, 
jae dey charges are to be paid. On sailing, the pilot station is to be 
informed. 


AUTHORITY: Junta del Puerto de Santa Cruz de Tenerife, Avenida 
Francisco la Roche No.49, 38001 Santa Cruz de Tenerife. Tel: 922-27- 
78-50. Telex: 92077. FAX: (922) 27-12-25. Contact: Luis Lara Rubido, 
Port Director. M. Pintor Domingo, Director. 
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Republic of Cape Verde 


PALMEIRA BAY, Sal Island: 16.45 N. 22.59 W. 
(See Plan) 


DOCUMENTS: 
5 Crew Lists. 
2 Stores Lists. 
2 Personal Effects Lists. 
1 Health Declaration. 
1 Derat Exemption Certificate. 
1 Vaccination List. 
1 Statement of Ports of Call from Last Loading Port. 
3 Bills of ocd} 
2 Certificates of Quality (2 from each shore tank at load port). 
3 Certificates of Quantity. 
2 Cargo Manifests. 
1 Ship Particulars Paper (local supply). 


PILOTAGE: Accurate ETA advice is essential, as the Mooring Master 
and Pilot have to leave St. Vincent over 12 hours prior to the vessel's 
arrival at Sal. Close radio contact must, therefore, be maintained with 
St. Vincent. If difficulty is experienced in contacting St. Vincent, 
messages can be passed via Lisbon Radio. Sal Terminal can be 
contacted on VHF Channels 16 and 13 and by SSB radio. 

Shell, St. Vincent, send a Mooring Master from St. Vincent who will 
berth the vessel and remain onboard until departure. 


ANCHORAGES: Position: Lat. 16° 44’ 47” N., Long. 22° 59’ 37” W. 
Sandy bottom. Pilots recommend NOT to anchor during hours of 
darkness, especially in the months December/March when heavy swell 
may be encountered. 


RESTRICTIONS: Heavy swell occasionally closes port from December 
ist to March 31st inclusive. 


RADIO/VHF: Arrival displacement to be stated in ETA message. Also 
see “Pilotage”’. 

Mooring Masters have portable VHF sets for communication to shore 
during berthing and discharging operations. 


BERTHING: Length of pier 112.0 m. Depth alongside 4.10 m. (seaward 
60 m.), 2.00 m. (next 33m.) and 1.00 m. (Inner 22 m.) Width of pier 
25m. — 22 m. Berthing possible on one side only. 


TANKERS: A four-buoy (2 forward and 2 aft) sea berth for the supply 
of refined products to the Airfield on Sal Island, located in Palmeira Bay. 
Ship drops port anchor in marked location and pays out approx. 
7 shackles cable. Three good ropes are required for each buoy. Shore 
wires are used when swell present. Bottom is stone and rock with some 
sand patches. Berthing is impracticable in strong South to North West 
winds which occur usually during winter months. 

Engines should be kept ready at all times. The months December/ 
March particularly critical. 
Discharging: Shore gang connect hose, however, ship supplies winch 
driver. Connection is made amidships on starboard side. 1 <8 in. flexible 
hose to an 8 in. submarine pipeline (length approx 1,000 m.) Max. back 
pressure 150 Ibs./sq.in. 
Products Handled: Mogas, Kerosene and Avtur. First product Mogas 
and last product Avtur. 
DENSITY: 1025. 
FRESH WATER: None. Nearest at St. Vincent. 
FUEL: None. Nearest at St. Vincent. 
REPAIRS: None. 
GENERAL: A Customs Officer, the Mooring Master and Pilot remain on 
board during stay in port. 


SHIPMASTER’S REPORT: November 1987. 
Charts: BA. Charts 366 and 369. 
ool Vessel discharged 6,200 tonnes of Jet A-1 to Shell Cabo Verde 


Documents 

4 copies Crew List. 

1 copy Stores List. 

1 copy Ports of Call List. 

1 copy Vaccination List. 

1 copy Crew Declaration. 

Cargo documents from loading port. 
Approaches: At night port is easily identified and two sets of leading 
marks which are visible at a useful distance. In daylight tanks and 
ena plant are conspicuous and within 2 miles leading marks can be 

ntified. 
Communications: Telex via Portishead Radio to Shell St. Vincent was 
no problem. Once within 40 miles of the port VHF contact was 
8stablished on Channels 16 and 13. 
Restrictions: Vessels may not berth at night. 
Pilotage: Pilotage not compulsory. If Pilot required he is sent by Shell 
fom St. Vincent. 
Berthing: The Pilot boards from small boat one mile West of mooring 
buoys. He is accompanied by the Shell Mooring/Loading Master who 
used to do the pilotage before Independence and now advises the pilot 
who advises the Master. 

Approach was taken very easily with minimum number of engine 
Movements and the light NNW wind blew the ship into the berth easily. 
tr Two boats pick-up the first lines, 2 lines from each bow and 2 lines 

om each quarter, the ship is then snugged into position (See “Plan”). 

Ne more line is sent to each buoy to complete the tie-up. Lashings are 
Ppa only for the last line on each buoy, the others being shackled 


In Tougher weather the port anchor is used to assist. 
8tting go was simple as an off-shore breeze blew us out to sea as 
Soon as we let go and it was just a matter of turning the ship round. 


CAPE VERDE 


Discharging: Through 1 x 8 in. hose. Ship provides winch driver. Shore 
gang pick-up and connect to manifold. olaahid oh which was excellent, 
consists of 6 to 8 local men who stay on board throughout the discharge. 
Throughout the discharge the Loading Master and one Customs 
Officer remain on board. 
The pilot will return if weather deteriorates. 
General: 
Stores: Lobsters from the local freezer plant can be purchased when 
available for $7.0 per kilo. They average 1.5 — 2.0 kilos each. 
Berth information: 
Operator: Shell Cape Verde SARL. 
Density: 1025. 
Distance from Pilot to berth: 1 mile 
Controlling depth in approaches: 46 ft. 
Maximum permissible draft in approaches: 40 ft. 
Depth of water in berth: 46 ft. 
Maximum permissible draft alongside: 40 ft. 
Maximum dimensions permissible alongside: 
1st April — 30th November 1st December — 31st March 


(m.) (m.) 
Length 183 175 
Beam 21 21 
Draft 12.5 11.54 
Vessels are berthed/unberthed at night except in Winter months with 
high winds. 


Fresh Water: Not available. 

Fuel: Not available. 

Tugs: Not available. 

prea Area: To South and seaward of berth but not recommended 
y pilot. 

Number of loading/discharge hoses: One. 

Size of hose: 8 in. 

Max. rate: 400 t.p.h. 

Maximum pressure allowed: 150 p.s.i. 

Length of Pipeline: 3,150 ft. 

Slop possibilities: Only for changing grades. 

Repair Facilities: None. 

Veritas or Lloyd’s Representation: None locally. 


AUTHORITY: See “Porto Grande”. 


PORTO GRANDE, St. Vincent: 16.53 N. 25.00 W. 
(See Plan) 


PORT LIMITS: Inside of a direct line running from Pta. Joao Ribeiro to 
Pta. do Morro Blanco. 
PORT: Porto Grande at Lat. 16° 52’ 55” N., Long. 25° 00’ 25” W. 
City: Mindelo. 
HARBOUR: Porto Grande is a natural semi-circular harbour sheltered 
and safe, facing island of Santo Antao over a channel approximately 
10 miles wide at nearest points. In this channel but nearer St. Vincent 
is the rock of llheu dos Passaros on which is a lighthouse. Entry to 
harbour is from North to South. Weather conditions throughout year 
usually good to excellent. 
DOCUMENTS: On arrival Masters should hand to Agent: 

3 Crew Lists. 

3 Passenger Lists. 

1 Maritime Health Declaration Certificate. 

1 Copy Stores List. 

Port Doctor will also wish to sight ship’s Derat Certificate. 

When discharging cargo a minimum of 5 copies of Bill of Lading and 
5 copies of Manifest are required. No special form for Passenger Lists 
and Crew Lists, and those in general use by the vessel will be accepted. 
PILOTAGE: Radio notice of ETA must be sent by Master to Agent at 
least 48 hours before arrival. Pilot boards mid-way between Bird Island 
(ilheu dos Passaros) and the Quay. The Pilot prefers to use pilot ladder. 
Signal for Pilot is 2 long and 1 short blast on ship's whistle. However, 
sound signals prohibited between 2000 hrs. and 0800 hrs. local time. 
Time between Pilot boarding to vessel's anchoring or berthing at piers 
is 10 to 45 minutes. See “Radio”. 
Important: The Harbour Master requests Masters not to anchor in 
harbour before Pilot on board. Pilots available day and night. Pilotage 
compulsory for all vessels entering harbour for anchoring, or berthing. 
When sailing, pilotage not compulsory for vessels which anchored in 
harbour. Pilotage compulsory for all vessels berthing and unberthing at 


piers. 
ANCHORAGE: Anchorage berth in 4 to 20 fathoms. 
MAX. SIZE: The harbour of Porto Grande can accommodate vessels 
up to any size. Also see “Berthing” and “Tankers”. 
HEALTH: Free Pratique can be obtained before arrival on application 
by radio to Guarda Mor (port doctor) of Sao Vicente de Cabo Verde 
confirming that crew are in good health. The port doctor, however, 
usually boards vessel on arrival in company with Police and Customs 
Guards, in order to provide any medical assistance which may be 
required. Crew and passengers should be in possession of Vaccination 
Certificates. Production of these certificates will not, however, be called 
for unless there is a very good reason for doing so. 
VHF: Pilot may be contacted on Channels 16 and 13. 

Also see “Radio”. 
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RADIO: Advice of ETA should be sent through S.Vicente Radio to 
Agents at least 48 hours prior to entering port. 

S.Vicente de Cabo Verde Radio (D4A) keeps watch 24 hours a day 

on following frequencies: 

MF Morse Radiotelegraphy — A1A — 500 kHz (calling frequency). 
Working frequencies — 438.5/478.5, 441/481, 447/487, 
450/450, 516/466.5. 

HF Morse Radiotelegraphy — A1A. 

4184, 8368, 12552, 16736 kHz (scanning watch). 

HF Radiotelex — 4177, 8378.5, 12481.5, 16688 kHz (scanning 
watch). 

MF Radiotelephony — 2182 kHz. 

HF Radiotelephony — 4101, 8198, 12248, 16462 kHz (scanning 
watch). 

VHF Channel 16 (calling channel). 
Working channels: 18 and 19 for S.Vicente Island. 
20 and 21 for Santiago Island. 
22 and 79 for Sal Island. 
All VHF channels are remotely controlled from S.Vicente Radio 
(operating centre in S.Vicente Island). 


BERTHING: 
Pier No. Max. Depth Length of Pier 
(m.) (m.) 
15 11.50 310.00 
2 11.50 310.00 
3 9.50 160.50 
4 9.50 160.50 
5 8.50 90.00 
6 6.50 122.00 
7 4.50 61.50 
8 3.50 106.75 
9 3.50 40.00 
10 4.50 100.00 
11 5.50 100.00 


(*This pier is open to the sea and usable subject to prevailing winds 
and swell). 

Floating and suspended fenders are available at the piers. Suspended 
fenders are each of 3 lorry tyres, 3 ft. wide with a diameter of 2 ft. 6 in. 
suspended at intervals of 70 ft. Floating fenders are of 5 tyres with a 
wooden core and are 4 ft. 6 in. long and 3 ft. 6 in. in diameter and are 
placed at intervals between the suspended fenders. Cruising vessels 
normally berth at Pier No. 2. Max. draft 33 ft. 

Height of Pier No. 2 above sea level approximately 2 m. Vessels moor 
port side to pier. No shore gangways available. Cruising vessels with 
drafts too deep to berth alongside piers can anchor in harbour about 
1,250/1,500 m. distance from Custom House Pier where passengers 
may land. Ship's launches must be used for the transport of passengers 
to and from shore. With tug assistance vessels may berth or unberth at 
any time of day or night at Pier Nos. 2, 3 and 4, but in adverse weather 
or other adverse conditions berthing at night may be prevented. Berthing 
and unberthing at night at other piers generally not possible. 
CRANES: 1 heavy lift floating crane, max. lifting capacity 60 tons. 
STEVEDORES: If quantity for loading or discharging is of 10 tons or 
under, and in comparatively small parcels, then cargo can be loaded or 
discharged using the only small lighter available for vessels at 
anchorage. If larger quantity to be handled vessel must berth alongside 
quay. In both instances ship’s tackle must be used. Discharging rate for 
bagged cargo, i.e. flour, rice, etc., is about 30 t.p.h. per hatch. In all 
cases vessel's derricks and winches are used. There are no lighters 
available, therefore as described above all cargo in excess of 10 tons 
must be loaded or discharged at the piers. The opening/closing of 
hatches is the responsibility of the crew on board, but can be done by 
the stevedores by arrangement with the Master under the supervision 
and responsibility of the ship's officers. 

TANKERS: Max. length 775 ft.; max. draft 36 ft. Underkeel clearance 4 ft. 
Max. d.w.t. 53,000 tons. 

Discharge effected by barge from starboard side of tanker at 
anchorage, also through submarine pipeline in harbour at: Lat. 16° 53’ 
30” N., Long. 25° 00’ 50” W. length of line, 1,000 m.; diameter, 20 in.; 
Buoy Berth; hoses 12 in.; number of hoses, 7; position of hose 
connections, midships starboard side; Max. rate per hour, 2,000 tonnes; 
density of water at berth 1025. 

Submarine Pipe-line Buoy Berth: Tankers moored to 1 forward buoy 
and 3 stern buoys. Tanker also uses port anchor which is dropped before 
tying up to buoys. Nature of bottom is coarse sand and gravel. Berthing 
at buoys carried out 24 hours a day and port tugs of up to 1,200 h.p. 
used always on berthing and on unberthing according to weather 
conditions. 

Cleaning Tanks: 50 miles from shore only. 

Gas Freeing: At present no facilities available. 

FRESH WATER: Can be supplied at anchorage or at piers or ex-lighter 
day or night. Water suppliers request at least 48 hours’ notice giving 
quantity required. A minimum charge covering costs of supply of 20 tons 
is made on supply for under that quantity. To supply over 750 tons during 
a 12 hour stay in port with 2 lighters, giving between 25 to 50 t.p.h per 
hose, would be difficult. Connections of hose couplings from water 
barges are 3 in. male, 11 threads per inch. 

FUEL: Oil bunkering carried out ex-lighter at anchorage at rate of up to 
300 t.p.h. dependent upon speed at which vessel can receive. Both fuel 
and diesel oil bunkers can be supplied at the piers. Gas oil can be 
supplied in drums to vessel at anchorage or in bulk ex-pipeline on piers. 
All bunkering at anchorage ex-barge takes place on starboard side of 
verae Supplier: Empresa Nacional de Combustiveis. Telex: 86 Enacol 


Vv. 
CONSULS: 
Belgian (Vice-Consul) 
Danish (Vice-Consul) 
Netherlands (Vice-Consul) 
Norwegian (Consul) 
Portuguese (Consul) 


368 


Spanish (Consul) 

Swedish (Vice-Consul) 

Venezuelan (Belgian Consul 
acts in a friendly capacity). 


REPAIRS: CABNAVE, s.a.r.l., is the biggest ship repair yard situate 
at Porto Grande. The yard is privately owned and started operations jp 
1983. For docking purposes, the yard has a slipway system with a lifti 

capacity of 2,800 tons, and 6 repair parks, all equipped with fresh water 
sea water, compressed air, electric power and telephone connections 
The slipway platform can take vessels up to 110 m. long and 18.0m 
wide. The yard is fitted with modern workshops, and it has specialises 
personnel who are able to execute any kind of repair work on any type 
of vessel. For repairs afloat, there is a pier 145 m. long and 6.0 m. depth 
Repairs can be performed at anchorage with the assistance of the yard’; 


tug. 
SURVEYORS: Lloyd's, Bureau Veritas and A.B.Rinave Portuguesa are 
represented in Mindelo, St.Vincent. 
GANGWAY/DECK WATCHMEN: Two Maritime Police are always jp 
attendance and are compulsory. 
CUSTOMS ALLOWANCES: Tobacco and Wine and/or Spirits, no 
restrictions within reason. 
REPATRIATION: Facilities exist for effecting crew changes by air, by 
recommend that Lisbon be contacted by Owners for crew making flights 
into Sal Island in order to join vessel St. Vincent. Agents should also be 
informed to make necessary arrangements for flight on local plane from 
Sal Island to St. Vincent. All crew travelling to Cape Verde must have 
transit visa issued by Consul in country of origin. All crew, except cases 
for hospitalisation, must be in possession of a passport before police 
will permit them to disembark for repatriation. Crew possessing vaiid 
Passports or Seaman's Books can land in Cape Verde for medical and 
or hospital treatment or for repatriation to country of nationality provided 
it is country with whom Cape Verde has diplomatic relations and 
provided Agents of vessel take full responsibility on behalf of Owners 
for all expenses. 
AIRPORT: Airport served by Dove planes for inter-island service only. 
35 flights a week in and out of St. Vincent in Winter and 45 flights in 
and out in Summer; 16 direct from and to Praia and 14 via Sal Island 
inwards; 8 via Sal and 7 direct Praia outwards. Main Airport is at Sa 
Island, where more than 20 flights a week by Boeing 727, 747 and 
DC-10, call to and from Lisbon, Paris, Amsterdam, Boston, Frankfurt, 
Italy, Russia, South Africa, etc. 

dary airport at Praia Island, where 8 flights a week by Dove 
ote and Focker call to and from Dakar, Banjul, Guine-Conakry and 

ambia. 

At Sal Island, there are 4 hotels, one situated at Airport and the others 
at Santa Maria Beach. In Praia, there are 4 hotels and in St.Vicente 
there are 4 hotels. 

TIME: GMT minus 1 hour all the year round. 

HOLIDAYS: New Year's Day (1st January); National hero's day (20th 
January); St. Vincent's Day (22nd January); Workman Day (1st May) 
National Independence Day (5th July); Assumption Day (15th August) 
All Saints Day (1st November); Christmas Day (25th December). 

Although offices closed on holidays, loading and discharging o 
vessels not generally affected. 
POLICE/DOCTOR/AMBULANCE/FIRE: Contact police on board o 
local Agent. 


SHIPMASTER’S REPORT: July, 1984 (Updated 1994). 

Pilotage: Pilot boards 0.5 miles from end of breakwater. 

Anchorage: Vessel anchored with Mohle No. 2 Light bearing 06% 
distance 0.5 miles. 

Restrictions: Vessel may enter day and night at any stage of the tide. 
Tugs: 2 tugs available. Tugs are compulsory for vessels over 2,000 g.rt 
Radio: Sao Vicente de Cabo Verde. 

VHF: Pilot on Channel 16. Port Authority on Channel 15. Agent on 
Channels 16 and 15. 

Documents: 

3 copies Crew List. 

1 copy Stores List. 

Maritime Health Declaration. 

Facilities: The following facilities are available: Fresh water. Fres? 
provisions in limited quantity. Repair facilities. "y docking facilities fo 
vessels up to 11 m. draft. Machine shop. Lloyd's Surveyor and Salvage 
Surveyor. Laundry service. Telex. Bunker fuel oil and diesel oil. Docto 
and hospital. 

Fi Vessel berthed at Berth No. 2 (Molhe No. 2). Length of qua) 
1,000 ft. 

Depths: Depths at N.E. end 37 ft. and at S.W. 43 ft. Least depth 0 

water in channel from sea to berth is 44 ft. Mean tidal range 0.8m 
Bottom mud. Density 1025. 
Cargo Handling Facilities: Cold storage capacity 24,000 tons. No 
Ro/Ro and bulk handling facilities. No quay cranes on the main quay 
Floating quay available. Forklift trucks of 40 tons capacity are available 
No handling equipment or storage facilities for containers. Containe! 
vessels must be self-sustaining. 


AUTHORITY: Capitania dos Portos de Barlavento, C.P. 7, Mindelo 
Republic of Cape Verde. Tel: 314492, 314144, 314271 (Area code 238) 
Telex: (993) 3032 Marpor CV. FAX: 0 (238) 314271. Contact: Anton 
Cruz Lopes, Harbour Master. 

Empresa Nacional de Administracao dos Portos, E.P., P.O.Box 82 
S.Vicente, Republic of Cape Verde. Tel: (238) 314414, 314515, 314832 
Telex: (993) 3049 Enopor CV. FAX: (238) 314661. 


PORTO PRAIA: 14.54 N. 23.31 W. 


LOCATION: The port of Praia covers a surface of 560 ha. with a 
maximum depth of 13 fathoms, and is situated at Lat. 14° 53’ 49” N., 
Long. 23° 30’ 52” W. nae 

The lighthouse, “Farol de Donna Maria Pia", built on the “Temerosa 
headland, rises up 25 m. on a white tower with octagonal form and is 

m. in height. 
SOCUME S: On arrival, the Master should be ready to hand to his 
ts all the requirements of requests advised by radio. The following 
documents are to be distributed to local Authorities: 

6 copies Crew List. — 

5 copies Passenger List. 

1 copy Maritime Health Declaration. 

2 copies Private Effects List. 

2 copies Stores List. 

5 copies of Bill of Lading (when vessel unloading). 

5 copies of Manifest (when vessel unloading). 

There is no special form for Passenger and Crew List, those in general 
used on board will be accepted. Immigration services have their own 
forms to be filled on arrival. 

The Master should also be in possession of a Derat Certificate and 
Crew Vaccination Certificates, which will be sighted by the Port Doctor. 
Officials: When anchoring or berthing operations are completed, Port 
Health Officer, Customs Officer, Immigration Officer, Maintenance 
Services Officer and Agents board the vessel for arrival formalities. 
PILOTAGE: Pilotage is compulsory for all vessels which call at Praia 
or Mindelo, and optional outwardbound for those vessels which are 
anchored. Pilot available day and night. Pilots may be contacted through 
VHF Channel 16, which is on permanent listening. 

The signal for a Pilot is two long and one short blast of the ship's 
whistle. 

The Pilot prefers to use the pilot ladder, and boards the vessel 
between the lighthouse and the quay. 

ANCHORAGE: The Harbour Master recommends that vessels do not 
anchor in the harbour before Pilot boards the vessel. 

In Sao Vicente, there are anchorages in depths of 3 fathoms to 
13 fathoms. 

RADIO: Notice of ETA must be sent by the Master to his Agent not less 
than 48 hours in advance of arrival, through “Saovicente Radio”, who 
in turn will be responsible for informing Port Authorities. 

Bunker and water requirements should be advised in the first 
message. It is further recommended that any cash to the Master 
required, provisions or any other supplies should be done in advance, 
in order to have all these matters duly prepared before the vessel's 
arrival. 

Any change of the Crew List to be effectuated must be informed in 
the same way. 

For vessels discharging cargo in the harbour, the following information 
is required: Cargo distribution (general cargo), number of hatches to be 
worked and number of working gangs required. 

RESTRICTIONS: Berthing and unberthing during daylight only. 

TUGS: 2x 150 h.p. tugs available. Use of tugs is compulsory for vessels 
over 5,000 g.r.t. when berthing alongside. 

BERTHING: The construction of the port begun in 1973 and was 
completed in 1978. Reconstruction and building of new structures is 


underway. 
Pier Length Maximum depth 
No. (m.) (m.) 
1 210 9.5 
= 310 9.5 
3 75 7.0 


Warehouses: There are 2 warehouses of 2,400 sq.m. each, and a silo 
divided into 15 compartments of 14,000 tons of grain. 
At the end of the first phase of works, the following will be available: 

2 open storage areas with a total area of 8,000 sq.m. 

1 inter-island open storage area with 2,500 sq.m. 

1 warehouse for long-term storage with 1,500 sq.m. 
In phase 2 the following will be constructed: 

2 long-term open storage areas with 6,500 sq.m. each. 

1 long-term storage warehouse of 2,400 sq.m. 

1 silo with 5 compartments and 12,000 sq.m. capacity for grain. 

1 operations building. 

1 administrative building for Port Authorities, Customs and Police. 
Specialised Installations: 

1 cold storage warehouse of 2,000 cu.m. 

CRANES: 3 mobile cranes available (15tons, 3tons and 2 tons 


stevenche 
STEVEDORES: Directed by Enapor. The rate of discharging (bagged 
cargo) varies between 15 tons to 20 tons per hour, depending on how 
Cargo is stowed. 
The normal period of work is from 0800 hrs. — 1200 hrs. and 1430 hrs. 
~ 1800 hrs. from Monday to Saturday midday. 
Night work may be possible in the near future from 2000 hrs. — 
hrs., 0000 hrs. — 0400 hrs. and 0400 hrs. — 0700 hrs. 
MEDICAL: Services available. 
FRESH WATER: Limited supply available by truck. 
FUEL: Gas oil in drums (200 Itr.) available to fishing vessels and 
coasting vessels. Lubricating oil available in drums. 
REPAIRS: Minor repairs possible. 
REPATRIATION: Possible. 
OPENING/CLOSING HATCHES: The opening or closing of hatches is 
the fesponsibility of the crew, but can be done by the stevedores, after 
Ohocements with the Master and under the supervision of the ship's 


GANGWAY/DECK WATCHMEN: The use of two Maritime Police 
ards and one Customs Guard on board is compulsory. 
Pe Presence of an Immigration Police Guard is not necessary, unless 
wae of security, Immigration Services, or the Master of the ship 
ne. 


CAPE VERDE 


It is usual and recommended, for the smooth running of the vessel in 
the harbour, to serve the watchmen meals. But if the Master prefers not 
to feed them, then he must inform so immediately on arrival, so that the 
guards can make necessary arrangements concerning their meals. 

A charge of U.S.$ 4.80 (CFE 360.00) per guard will be collected for 
meals not supplied on board. 

POLICE/AMBULANCE/FIRE: Contact Agent. 


NOTES 
Please also advise Shipping Guides Ltd. 
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Cayman Islands 


CAYMAN BRAC (See Plan) 


SHIPMASTER’S REPORT: February 1979. 


Cayman Brac — Lightering Area 
Chart: British Admiralty 462. 
Radio: Very weak VHF only Channels 16, 10, 6. Call— “Cayman Energy” 
Agent recommends using Curacao (PJC) for ETAs, etc. 
Boarding Positions: 

No. 1: Lat. 19° 46’ N., Long. 79° 46.5’ W. 

No. 2: Lat. 19° 40’ N., Long. 79° 53’ W. 

Documents: 4 Crew Lists, 3 Stores Lists, 3 Personal Effects Lists, 
2 Vaccination Lists, Clearance from Last Port, Cargo Manifest and 
Health Declaration (supplied). 

Pilots: Mooring Master boards service vessel, STBL. 2 Pilots, 
2 Assistants and 2 Riggers (for fenders). The above 6 men require 
accommodation on board. 

Mooring: According to Operators “Cayman Energy Ltd.”, can be carried 
out anytime day or night. 

Cayman Energy Ltd., based in New York, are the operators of the 
transhipment operation. The local Terminal Manager and Senior 
Mooring Master resides on Cayman Brac and usually carries out the 
berthing operation from the service vessel. Ship to ship transfers 
commenced in 1977, future developments include the construction of a 
Transhipment Terminal on Little Cayman using SBMs, this project 
should come into operation late 1979. 

The berthing procedure is straightforward and based on the ICS Ship 
to Ship Transfer Guide. On this occasion, Texaco were using vessels 
of about 45,000 d.w.t. as service vessels. These ships are in the region 
of 20 years old and have no modifications for this work. The Officers 
and crew of these vessels were mainly Italian and well practised in ship- 
to-ship transfers. 

Upon completion of mooring, the Mooring Master departs and the 
Pilots remain on both vessels in an advisory capacity. 2x10 in. hoses 
are connected by the respective crews, the shore riggers assisting. 
Communications between the two vessels is by VHF. 

During the transfer operation, the vessels are expected to remain 
within 4 to 5 miles from the island and the service vessel kept in the lee 
of the STBL. This entails maintaining a proper bridge watch and frequent 
use of the engines. The currents invariably set away from the island and 
can be quite strong at times. The winds during the latter part of January 
were extremely variable in both direction and force. 

The Texaco practice of the STBL taking dirty ballast from the service 
vessel whilst reducing the risk of pollution, poses stress problems and 
also requires strict supervision of line draining between each operation. 
Ideally, water dips and ullages should be taken prior to and after the 
deballasting. 

Unberthing is carried out by the Mooring Master whilst both vessels 
are drifting. The off-loader is put on the weather side of the STBL. This 
practice is questionable in winds over 15 knots — the movement of the 
smaller vessel together with reduced freeboard causes difficulties with 
the fenders. 

The average berth time for each vessel is approximately 30 hours, 
the number of off-loaders for a ship of this size is five. If a safe and 
efficient operation is to be maintained throughout the period it is essential 
that two additional deck officers be available for cargo watch purposes. 


SHIPMASTER’S REPORT: January 1980. 


Cayman Brac — Little Cayman (See Plan) 
Communications: “‘Cayharb Cayman Brac” via Slidell Radio WNU (See 
“Admiralty Radio Signals Volume 6’). 
Via VHF Channel 16: 
“Cayman Energy” (good reception) 
“Cayman Pilots” (via ship where the Pilot is at the time) 
“Cayman Harbour” (weak signal) 
Pilot Boarding Station: 
Lat. 19° 43’ N., Long. 79° 53’ W. or Lat. 19° 40’ N., Long. 79° 53’ W. 
Note: This position may change with seasonal weather conditions. 
The position is also used for Port Officials who request accommodation 
ladder in light condition but accept air pilot hoist or pilot ladder in loaded 
(tanker) condition. 
Documents Required: 4 Crew Lists, 4 Cholera Immunisation Lists, 
4 Stores Lists that include Stores, Narcotics, Bond, 4 Cargo Manifests, 
4 Crew Declaration Lists. 
Bond: Bonded Stores locker remains unlocked and issues may be made 
to the crew for onboard use only. 
Postal Address: Cayman Harbour Corporation Ltd., Stake Bay, P.O.Box 
50, Cayman Brac, Cayman Islands, British West Indies. 
Facilities Available: Food, some stores, fresh water limited from tug. 
Bunkers: Via lightering tanker ordered via Owners/Charterers. 
Medical: Doctor can board ship at any time. 
Hospital: Available. 
Derat Certificate: No renewal certificate available but a letter of 
acceptance of renewal for Cayman Brac is issued. 
Shore Side Facilities: Cayman Brac: Shops, hotels, post office. Little 
Cayman: Clubs (tourists). Fishing when in soundings. 
Anchorages (under Pilots guidance): 
Off Western end of Cayman Brac up to 57 ft. draft. 
Off Little Cayman up to 69 ft. draft. 
Currents: Variable, depending on season and weather. Ships 
experienced very little set and drift North of Cayman Brac 1.5 mile — 2.5 
mile distance, other times over 2 knots. Generally N.W. direction. 
Stronger South of Islands. 
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Ship-to-Ship Cargo Pumping Operations: Cayman Energy Corporatig. 
Ltd. Tug: “Cayman Energy”. Mooring ship to ship — see Plan. Fiby 
mooring lines instead of wire preferred. Operations under way, unde 
guidance of Pilot/Loading Master. Ships separated by floating fende, 
supplied by Cayman Energy Corporation. Pumping may continue whe, 
ships are manoeuvring dead slow. Fenders remain alongside betwee: 
lighterings and it is possible to manoeuvre up to 7 knots. Smaller vessg 
is moored on the lee side of discharging vessel (the larger one). 

Pilot plus 4 assistants remain onboard for the duration of all 
lightering operations but may be relieved if lighterings are prolongs; 
ones. 

Shore leave for ship's crew is possible via pilot boat or “Cayma, 
Energy”. 
Cayman Brac Airport: Flights to Grand Cayman and then overseas. 


SHIPMASTER’S REPORT: November 1980. 


Vessel (230,000 d.w.t.) arrived at Cayman Brac for 2 to 3 months storag: 
and lightening operations. No information or charts were on board pri¢ 
to arrival. 

Cayman Brac is a small island about 12 miles by 1.5 miles and « 
used solely for lightening operations, a maximum of 4 pairs of ships 
being handled at one time, but usually only 2. 

There are 2 Pilot and Port Official Boarding Areas, North Boarding 
Area Lat. 19° 43'N., Long. 79°53’ W. and South Boarding Are 
Lat. 19° 40’ N., Long. 79° 53’ W., the choice depending on the win 
direction. If no chart on board Cayman Brac can be approached to withip 
1 mile at any draft. There is no proper harbour, the launches have tr 
be boarded from the beach using small boats, the launches remaining 
at moorings some distance offshore which can make transfer difficult 
bad weather, especially for heavy stores. 

There are no stores available on Cayman Brac, all stores have to be 
flown in from Grand Cayman or from Tampa, Florida. There is no officia 
shipchandler on Cayman Brac although the Agent will assist vessel 
requesting small amounts of stores. We were informed by other vessels 
that usual method of obtaining large stores was to arrange for a supp) 
by container direct from Tampa, Florida to the ship using a small coasté 
freighter. Other ships had stored at Barbados on the way in and way 
out. All stores are very expensive. 

On arrival at Cayman Brac contact was initially made with “Cayman 
Brac Pilots” on Channel 16. However the call sign “Cayman Brac Pilots 
is not usually used as this is in fact “Cayman Energy” who organise a 
Pilots, launch services and lightening operations. “Cayman Energy’ « 
run by Captain H. Banks who appears to man the shore VHF station 
24 hours a day, in addition to occasionally acting as a Pilot. 

There are very few suitable anchorage positions, due to deepwate 
existing right up to the reef. There is one at the West end of Caymar 
Brac suitable for a VLCC with maximum draft of 66 ft. This is close to 
the boarding areas. Another at the West end of Little Cayman is suitable 
for a VLCC but 2 hours by launch from boarding area. There is anothe 
at East end of Little Cayman suitable only for vessels up to 100,00) 
tons. We used the anchorage at the West end of Cayman Brac an 
although very close to shore experienced no dragging during time 
anchored. We were informed by Pilots that no ship had ever dragge 
from that anchorage. Pilot essential for anchoring. 

Agents are “Cayman Harbour” who monitor Channel 16 and are ver 

helpful at all times. A doctor is available but no dentist. (Cable: ‘“Cayhan 
Caymanbrac’’). 
Lightening Operations: Normal procedure is for ship to be lightenet 
(STBL) to fender starboard side before berthing, 4 fenders being broug"t 
out by launch “Cayman Mariner” or “North Harbour” also 2 hoses am 
reducers if required, on a barge. The fenders are positioned and hoses 
connected using 2 shore operators assisted by ship's crew. This ca? 
take up to 6 hours, during which time a Pilot is on board. Two Pilot 
and 2 shore operators remain on board during lightening. Then, ' 
conditions are suitable both vessels steam with wind 15° on starboatt 
bow, STBL at 4 knots and lightening ship comes up from astern 0° 
starboard side and closes with STBL, the operation being controlled bj 
Pilot on lightening ship. 

Berthing can take from 1 to 3 hours depending on circumstances, % 
a suitable clear run is required ahead of vessels to enable this to takt 
place without altering course. Needless to say berthing vessels havé 
right of way over all other vessels and this local rule is enforced bj 
“Cayman Energy”. 

Both ships have a Pilot during the entire berthing, lightening an 
unberthing operrations, also Pilot remains on STBL until fenders an 
hoses removed. This is done unless next lightening operation & 
expected in near future, as fenders are liable to damage if left in positio’ 
on STBL. 

Due to Cayman Brac lying N.E./S.W. and wind during Winter months 
generally from N.E. there is not much shelter available but even % 
lightening operations are only occasionally interrupted due to weathe' 

Ullages and cargo figures on our vessel and lightening ship wet 
checked by Caleb Brett Surveyors, this service having been arrange 
by charterers, it is not standard procedure, but depends on chartere’s 

Whilst lightening, navigation is carried out by STBL so bridge mus 
be manned throughout, as well as cargo control room. Vessel steam 
normally at slow speed to maintain suitable position, with long periods 
of “stop” when engines are not required. During this time lightening 
ship's engines are not used. Maximum discharge rate permitted dun 
discharge is 5,000 t.p.h. No difficulties were experienced during berthint 
or discharge except that due to communication problems with charteres 
STBL and lightening ship occasionally had differing orders regardint 
discharge quantities, however this could usually be sorted out D 
“Cayman Harbour” in a short time. 

There is a twice daily flight from Grand Cayman to Cayman Brac. Ths 
flight is always fully booked but even so seats are usually availabe 
Extra flights are also made when required. Flight lasts 50 minutes a 
costs £10.00 single. There are 2 hotels on Cayman Brac and rooms 
usually available. 


Documents: On arrival Customs and Immigration board and require 
s each: 
a Personal Effects Lists (Crew Lists also required before sailing). 
Stores Lists including Narcotics. 
Crew Lists (with full names). 
Vaccination Lists. 
Currency is Cayman Island Dollars (Cl$), but U.S. Dollars are 
accepted with exchange rate U.S.$ 1.00 = Cl$ 0.82. 


AUTHORITY: Port Authority of the Cayman Islands, P.O.Box 1358, 
Harbour Drive, Grand Cayman, Cayman Islands, B.W.I. Tel: (809) 94- 
92055. Cables: Portcay. FAX: (809) 94-95820. Contact: Captain 
N.Miller, Deputy Director — Marine. 

Operator: Cayman Energy Limited, P.O.Box 33, Cayman Brac, Cayman 
islands, B.W.1. Telex: 4350 Celcb Cp. 


GEORGETOWN, Grand Cayman: 19.18 N. 81.23 W. 
(See Plan) 


DOCUMENTS: 

Bills of Lading. 

Crew List. 

Cargo Manifest. 

Ship's Register. 

Safety Certificates. 

Clearance from Last Port. 
PILOTAGE: Available on request. 
ANCHORAGE: With Georgetown Lighthouse bearing 125° — 150° 
distance 750 m. to 1,200 m. 
RESTRICTIONS: Anchoring is not allowed on coral anywhere in the 
Cayman Islands. 
RADIO: SSB: 8294 kHz, 0800 hrs. — 1200 hrs. Monday to Saturday. 
8294.1 kHz, 1210 hrs. — 1700 hrs. Monday to Friday. 
VHF: Channel 16, 24 hours a day. 
TUGS: Launches available. No tugs available. 
BERTHING: 
South Wharf: Length 445 ft. depth 11 ft. — 24 ft. 
West Wharf: Length 240 ft. depth 13 ft. 
Ro/Ro Ramps: South Wharf: 1 ramp with depth 11 ft. Finger Pier at 
South Wharf: 1 ramp with depth 21 ft. — 26 ft. West Wharf (South End): 
1 ramp with depth 13 ft. — 20 ft. 
Cranes: 20 ton, 50 ton and 100 ton cranes available for hire. 
Fork Lifts: 5x 2.5 tons, 1x5 tons, 1x26 tons, 235 tons. 
STEVEDORES: Stevedores arranged by Agent, recommended by the 
Port Authority. 
Working Hours: 


0800-1200 Monday to Friday 

1300-1700 

0800-1200 Saturdays 
Overtime 1700-2100 Monday to Friday 

1300-1800 Saturdays 


In the event that a vessel may finish discharging and sail, 1 additional 
hour may be worked. 

No work Sundays and Holidays unless Port Director considers it 
necessary. 
MEDICAL: Hospital available. 
TANKERS: See “Shipmaster’s Report”. 
FRESH WATER: Supplied by truck. 
FUEL: Marine diesel only, delivered by truck. 
AIRPORT: Scheduled flights by international carriers. 
HOLIDAYS: New Year's Day, Ash Wednesday, Good Friday, Easter 
Monday, Commonwealth Day or Tree Planting Day (3rd Monday in May), 
Queen's Birthday, Constitution Day (1st Monday in July), Monday after 
Remembrance Sunday, Christmas Day, 26th December. 
GARBAGE DISPOSAL: Garbage collection is provided by the 
Semonmental Health Service twice weekly at a cost of U.S.$30.00 per 


ay. 
WASTE OIL DISPOSAL: There are no waste oil facilities available. 
Vessels are required to be fitted with holding tanks for such waste. 
SEAMAN’S CLUBS: None. 

CURRENCY: Cayman Dollar. 

SERVICES: Ship chandlers available. 


SHIPMASTER’S REPORT: February 1987 (updated 1990). 
Port Limits: 12 miles off. 
Documents: 

6 Crew Lists. 

4 Cargo Manifests. 

2 Crew Declarations. 

2 Stores Lists. 

2 copies of Bills of Lading. 

1 copy Ship’s Particulars if first visit. 

Clearance from Last Port. 

Ship was cleared by Agent and 1 Customs Officer. The Immigration 

'cer comes aboard if any crew leaving or joining. Clearance was given 
_ leave at this time. Officials were polite and friendly. 
peaae: Pilot requested through Agent 48 hours in advance but Pilot 
ioe locally and says 30 minutes notice is all he needs and is often all 
€ gets. All communications are carried out through Port Security on 
hannel 16 and working Channel of vessel's choice. Port Security will 
pontact Pilot, Agent or anyone else vessel wishes to talk to. Pilot boards 
al small work boat, either the “Eagle” or “Rambler”, about 1 mile 

€st of oil tanks. These boats have VHF Channel 6 and Pilot can be 
Contacted on this Channel when he is under way. 


CAYMAN ISLANDS 


Anchorages: Pilot recommended position with South Cay Light 350° by 
6 cables if wind from North and at any other time just off town as marked 
on the Admiralty chart. He stated that at times there were up to 
5 passenger vessels anchored here so it could be crowded. Unless 
vessel is expecting a long delay it is better to lie off. 

Restrictions: Tankers berth between daylight and 1800 hrs. but can 
leave at anytime. Only restriction in berth is max. length of about 600 ft., 
depth in berth 60 ft. No restriction on breadth. 

Health: Pratique granted by Customs Officer. 

Radio: Sat Com. 

VHF: All communications made through Port Security on Channel 16. 
Radar: None. 

Tugs: None. 

Berthing: See “Plan” for final mooring position. 

Vessel approached from the South and passed aft buoy close to 
starboard, 2 head lines were run to forward buoy and when weight was 
on these ropes engine was stopped and 2 lines were run aft to buoy. 
Vessel was then manoeuvred into position on a fore and aft line and a 
line was run to the port bow buoy. 2 breast lines were then run from the 
main deck and these were heaved together and vessel pulled towards 
the shore until it was close to the submarine marker buoy. These lines 
are very long and even when vessel is in position 1 line was too short. 
The lines were run efficiently and the 2 work boats being well crewed. 
The accommodation ladder was rigged on the port side. 

Bridges: None. 

Medical: Local hospital and ambulance service. Call Port Security on 
Channel 16 for service. 

Tankers: 1x8 in. pipeline. This is always left in gasoil so if possible leave 
gasoil parcel to last or if necessary split discharge. This is no problem 
as grades are pumped face to face. Average rate of discharge was 
about 700 cu.m.p.h. and max. back pressure 120 p.s.i. 

Density: 1024. 

Fresh Water: Can be obtained, but expensive. 

Fuel: Not available. 

Babe Precautions: Usual ship precautions, no tugs so no fire service to 
ships. 

Consuls: American Consular Agent. 

Repairs: No facilities. 

Dry Docks: None. 

Surveyors: B.V. and Lloyd's. 

Gangway/Watchmen: None. 

Customs Allowances: 200 cigarettes and 40 oz. spirits. Bond sealed. 
Repatriation: No problems with staff or crew changes. 

Airport: International airport 4 miles from berth. Cayman Airlines, 
Northwest and American. 

Time: GMT minus 5 hours. 

Police/Ambulance/Fire: None. 

Emergency Co-Ordination Centre: None. 

Telephones: None. 

Services: None. 

Banks: All major banks. 

Storing: Small supplies of all stores, but very, very expensive. 

Shore Leave: No restrictions. One of the rope handling boats stays with 
the ship and runs personnel ashore when required. 

Identification Cards: Not required. 

Regulations: None. 

Sanitation: Vessels are required to be fitted with holding tanks. 
Delays: Bad weather and daylight berthing. 

Developments: None expected. 

General: Research Submersibles Ltd. have small submarines that take 
tourists down 600 ft., these can be encountered near the berth. 


AUTHORITY: Cayman Islands Port Authority, P.O.Box 1358, Harbour 
Drive, Georgetown, Grand Cayman, Cayman Islands. Tel: 809-949- 
2055, 2228. Cables: Portacay. FAX: 809-949-5820. Contact: Errol 
L. Bush, Port Director. Captain N. Miller, Deputy Director (Marine), after 
hours (809) 947-9428. 
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Chile 


GENERAL (See Plan) 


The Superior Maritime Authority in the Republic of Chile is the General 
Director for the Maritime Territory and Merchant Marine at Valparaiso’s 
Headquarters, having jurisdiction over lakes and maritime river ports in 
the territorial, ancestrial maritime zones and its national liability in 
accordance with the responsibilties and power granted by current 
legislation mainly contained in the “Navigation Law’ approved by Decree 
Law No.2.222, 1978, and the regulation approved by DFL No. 292, 1953. 

In order to fulfil his instruction, the General Director delegates such 
responsibilities and functions to the Maritime Authorities called Maritime 


Governors and Port Captains, located at the main ports of the country. 


The Maritime Authority is fundamentally responsible for watching over 
the safety of life at sea and safety of navigation at sea; their activities 
are directly related to navigation controi; coastal signalling; piloting and 
pilotage of vessels; maritime radio communications; conservation of 
marine environment; order, security and discipline of ships and ports of 
the Republic; the reception and dispatch of vessels and the Maritime 
Search and Rescue Service. 

Nautical Bibliography: The bibliographies (the ones mariners are 

interested in) are publications issued by the Hydrographic Institute of 

the Chilean Navy (IHA) and consist of nautical charts of the whole 
national maritime area as well as the following publications among 
others: 

1. Catalogue of nautical charts and publications (IHA Publication 
3.000), which contains detailed information related to chartography 
and nautical publications of the Chilean coast, following the 
recommendations and resolutions of the International Hydrographic 
Organisation (IHO) on the matter. 

2. Sailing Directions of the Chilean coast consisting of 6 volumes: 


Volume _ |: IHA PUB. 3001, from Africa to Canal Chacao. 

Volume _ Il: IHA PUB. 3002, from Canal Chacao to Golfo de 
Penas. 

Volume Ill: IHA PUB. 3003, from Golfo de Penas to Western 
entrance of Magellan Strait. 

Volume IV: IHA PUB. 3004, Strait of Magellan and adjacent 
waters. 

Volume V: IHA PUB. 3005, Tierra del Fuego and adjacent 
channels and islands. 

Volume VI: IHA PUB. 3006, Chilean Antarctic Territory. 


3. IHA. PUB. 3007 — Lights Register contains the the most complete 
information about Navigation Aids, more than appears in the sailing 
directions and nautical charts. Such publication is looked up 
preferentially when mariners need to know light signals, fog signals 
and unlighted signals characteristics, moreover, it contains 
information on the beaconing system employed in Chile. 

4. IHA PUB. 3008 — Radio Aids to Navigation, which is preferentially 
consulted when mariners need to know characteristics of radio 
beacon emissions, hourly signals and maritime radio stations 
broadcasting meteorological bulletins and any other relevant 
information related to navigational aids transmitted by radio. 

5. IHA PUB. 3009 — Tide Tables of the Chilean Coast containing tidal 
predictions of national ports and the foreign ports of Cristobal and 
Balboa — Panama; Buenaventura — Colombia; Guayaquil, Puerto 
Maritimo and Posorja — Ecuador; and Talara, Callao and Matarani — 
Peru. In addition, it contains current predictions and astronomical 
forecasts such as moon phases and declinations, rise and setting of 
sun and moon, etc. 

There are also 27 nautical publications issued by the same Institute, 
all of which are for sale at the main ports in Chile. 

NOTICE: Every vessel coming directly from a foreign country and 

preceeding to a national port, must report her arrival to the Maritime 

Authority of the port, a minimum of 24 hours in advance. The latter can 

be executed by means of a message containing the following 

information: 
Name of the vessel, call sign and flag. 
Estimated time of arrival (ETA), indicating date. 
peli about sanitary conditions and if she carries sick crew. 
rafts. 
Commerical ports have maritime radio stations permanently listening 
on VHF Channel 16, 421 kHz and 2182 kHz. 

POSITION REPORTING: Vessels sailing in the maritime zone of 

national responsibility as far as Maritime Search and Rescue is 

concerned, are required to communicate their position employing the 
notification system of vessel situation. 

Such notification system employed is the one recommended in 
Chapter 6 of the Annex to the “International Search and Rescue 
Convention", 1979. 

In regard to the matter, it is important to underline that such service 
and its use are free of charge for the user when communication is 
sent through the Maritime Telecommunications Network (See 
“Radio”); the sending of the message will facilitate prompt assistance 
in case of emergency. 

Notwithstanding, it is reciprocally compulsory for those vessels 
registered in countries where Chilean ships are obliged to execute 
similar arrangements or equivalent to the already established ones, to 
give inmediately their position and navigation plan when navigating in 
waters under the Chilean national jurisdiction: they also need to show 
their names, call signals or identity of the vessel station, next calling 
port and destination, planned route and speed. Likewise, it is compulsory 
to communicate their position daily at 0800 hrs. and 2000 hrs. Chilean 
local time. 

SHIPS NOTIFICATION SYSTEM: The fundamental objective of the 

system is to provide the Maritime Search and Rescue (SERBREM) and 

the Search and Rescue Operation (COBREM) with some information in 
order to attain a timely and effective action in a search and rescue 
operation. 
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The typical messages given by “'SISNAV"’ are the following: 
1. Initial Report (1.1) 
(a) When vessels go into national waters: 
The ship's Master must send the entry message through th 
maritime radio station intermediary corresponding to the Maritime 
Search and Rescue Service area or the first one he might mak: 
contact with. 
2. Position Report (1.P) 
The ship's Master has to make a daily report at 0800 hrs. ang 
2000 hrs. with respect to the vessel situation or when such a situation 
changes substantially more than estimated. This fact must be 
informed through the maritime radio station concerned or throug) 
the first he might make contact with. 
3. Final Report (1.F) 
(a) When going out of the national responsibility area. 
The ship's Master must send the message concerned through 
the maritime radio station intermediary of the Maritime Searc 
and Rescue Service area in which he might be navigating or the 
first he could get in contact with. 
SISNAV Communications are produced through the Maritime 
Telecommunications Network, which can receive any sort ¢ 
message (Distress, Disaster or Urgent) and those corresponding 
to the system. 
The Maritime Telecommunications Network is indicated in the 
Radio List IV, Vol. 1 & 2 of the ITU's Coastline Station List ang 
for the purpose of SISNAV system, the following radio stations 
are considered to be the most important ones: Autofagasta Radi 
(CBA), Playa Ancha Radio (CBV), Talcahuano Radio (CBT) 
Puerto Montt Radio (CBP) and Magallanes Radio (CBM). 
In order to expedite the typical message format, the operaty 
mechanics are listed below: 
Message requirements: Vessels must send: 
(1) The “II Report when entering into Chilean waters or leaving Chileay 
ports. 
(2) The “IP” Report is made daily at 0800 hrs. and at 2000 hrs. (Chilea 
time) (see ALRS 5 for Local Time matters). 
(3) The “IF” Report inmediately before arriving at a Chilean port » 
leaving Chilean waters. 


Kinds of messages: Addressed to DIRECTEMAR VALPARAISO. At the 

same time, northbound vessels must inform the Maritime Authority ¢ 

Punta Arenas, Talcahuano or Valparaiso, addressed to the Maritim 

Governor (MARITGOS-Port). 

SP Report (Initial Report): 

(a) SISNAV. 

(b) SP (L.1.). 

(c) Name of the ship and call sign. 

(d) Local time and date (6 digits for LT, Example: 012200LT). 

(e) Port of departure. 

(f) Position (Latitude and Longitude — i.e.: 1832 S. 7021 W.). 

(g) True course (group of 3 digits). 

(h) Speed (2 digits). 

(i) The letters “CO”. 

(j) ETA (format as for (d)) and destination port. 

(k) Name and call sign of the radio station through which the report s 
sent. 

(l) Date and local time (format as for (d)) of next port. 

IP Report (Position Report): 

(a) SISNAV. 

(b) PR (I.P.). 

(c) Name of the ship and call sign. 

(d) Date and local time (0800 or 2000), 6 digits followed by LT - 
(Example: 010800LT). 

(e) Position (Latitude and Longitude i.e.: 1924 S. 7032 W.). 

(f) True course (group of 3 digits). 

(g) Speed. , 

(h) Name and call signal of radio station through which the report sen 

(j) Date and local time (format as for (d)) of next port. 

IF Report (Final Report): 

(a) SISNAV. 

(b) FR (I.F.) 

(c) Name of the ship and call sign. 

(d) Date and local time (6 digits followed by LT, Example: 252820 LT) 

(e) Port of arrival or “Chilean waters departure”. 


Shipmaster’s Report: October 1991. 
The following compliments the information above: 
Transmission of Message: Reports should be sent free of charge throug’ 
a Chilean Coast Radio Station which accepts public correspondence 
They can also be transmitted via SATCOM to Telex No. 230602 0 
330461 (Telex numbers of Valparaiso Radio), if they are addressed © 
DIRECTEMAR VALPARAISO-PORT. 
SATCOM charges have to be paid by vessel. 
Example of Message: SISNAV/SP/CASTOR/S6HG/122300L1 
CALLAO/1820S/07540W/166/14/CO/151600LT/VALPARAISO 
VCO1860/130800LT/ 
The same message via Valparaiso Radio and SATCOM should read 
TO: VALPARAISO RADIO (VCO 1860) 
FR: MASTER M.V. ........ 
DATES: ss. ss. 
TGM 
DIRECTEMAR VALPARAISO 
Text as given in above example. 
Shipmaster's Note: Send by telex if possible, in order that vessel m# 
have a record with answerback, in case there are complications af# 
arrival. Fines are imposed if messages are not sent. 


VESSELS RECEPTION AND DISPATCH: Particular Dispositions 
regarding vessels reception and dispatch are contained in the 
Regulations concerned approved by SD No. 364, 1980. 

The formal reception of ships is carried out at the first landfall port, 
and dispatch at the last port, with participation of authorities taking part 
as far as controls to be realised are concerned. . 

The vessels’ Reception and Dispatch Commission is presided over 
py the Maritime Authority. Furthermore, Customs Authority, International 
Police (Alien Division) and Human and Vegetable Health will be also 

rt. 
Se epaerts to be submitted to the Vessel’s Reception and Dispatch 
Commission are in type and quantity, those required by the “Convention 
on Facilitation of International Maritime Traffic — 1965” from the IMO, 
ratified by the Republic of Chile, apart from the Ammunition and Arms 
Declaration (two copies). 

The following is for quidance only: 

General Health Declaration 1 (First Port) 

Clearance Document from last port 1 

Vessel’s General Declaration 5 

Crew List 5 

List of Crew's Personal Effects 3 

List of Passengers for the Port 5 

List of Passengers in Transit 5 

Mail Declaration or Negative 5 

List of Provisions 6 

Cargo Manifest for the Port 10 

Manifest for Cargo in Transit 10 

IMO Hazardous Cargo Declaration 6 

Declaration of Arms and Ammunition 2 
Ship's Officer's Report: The following documents are required at the 
second and subsequent ports: 4 copies Crew List, 4 copies Crew 
Personal Effects List and 4 copies Ship’s Stores Declaration. 

Port Captain will be able to ask for any vessel certificates: however, 

only the following will usually be required: 

Safety Equipment Certificate. 

Radio Telephony Certificate. 

Radio Telegraphy Certificate. 

Safety Construction Certificate. 

International Tonnage Certificate. 

Payment of Lights and Beacons Service's Certificate. 

Civil Liability Certificate for Oil Pollution, pursuant to the International 
Legal Conference on Marine Pollution Damage, 1969. 

Oil Record Book, pursuant to the International Convention for the 
Prevention of Pollution of the Sea by Oil, 1954. 

At landfall port, the Alien Division will ask for passports of passengers 
and crew in order to make the identity cards which will identify them. 
Such cards have to be given back when ships leave. 

Before departing, the ship must be suitably secured for sea, with 
hatches closed, derricks lowered and deck cargo inspection carried out 
by a Maritime Authority’s Supervisor. 

When a vessel leaves port, the Maritime Authority grants a “Departure 
Bill’, endorsed by the Customs. The Crew and/or Passenger List is 
enclosed authorised by the Alien Division. 

Changes of crew and passengers from/to the vessel are not allowed, 
after Bill has be granted. If the ship does not leave within a short period 
of time, due to unforeseen circumstances, the fact will be reported to 
the Port Captain, who will ask for the documents to be changed if 
appropriate. 

Every ship arriving at a Chilean port has to fly the flag of the country 
to which it belongs on the mainmast, and the Chilean flag. 

On entering port, the “Q” flag will be hoisted, and when “Free 
Pratique” is granted it will be hauled down. 

The use of whistles and syrens will be in accordance with the 
International Regulations for Preventing Collisions at Sea. 

Shipmaster’s Report: October 1991. 
The following documents should be presented by vessel on arrival: 
Presented 
Total by Agent 


Cargo Manifest sometimes 2 8 
Cargo in Transit Manifest sometimes 2 8 
IMO Cargo Manifest sometimes 2 4 
IMO Cargo in Transit Manifest sometimes 2 4 
Crew List 6 
Passenger List or “Nil” Declaration 3 

Ust of Passengers in Transit or “Nil” Declaration 

Ship Stores List (including radios, refrigerators, etc.) 5 

Crew Effects Declaration 3 

List of Passengers Baggage or “Nil” Declaration 

List of unaccompanied Baggage or “Nil” Declaration 

Maritime Declaration of Health 1 
Vaccination List 1 

Mail List or “Nil” Declaration 5 

List of Arms and Ammunition or “Nil” Declaration 3 

List of Animals or “Nil” Declaration 3 

Port of Call List (last 30 days) 2 

Last Port Clearance 1 

Ught Dues from last Chilean Port 1 


ea: The following is handed to vessels arriving from Peruvian 
rs 


Quote 
To: Master M.V. ...... 
ear Master, 
The following are instructions from the Chilean Maritime Authorities 
Concerning the steps and precautions you are required to take as your 
vessel has recently been in Peruvian waters. 
Report from the Chilean Navy 


pr Preventive methods against Cholera epidemic in Peru. 
Ntofagasta, 


CHILE 


Observations: The Cholera epidemic that affects the Republic of Peru 
and the necessity to adopt preventive methods; the Judiciary Office 
No. 4 A/735 of the February 8th, 1991, of the Subsecretary of Health, 
and having presently ordered under the by-laws of Maritime Health, Air 
and Boarders, Decree 263/85, by-laws of Reception and Dispatch of 
Vessels, Decree 680/80, and the general by-laws of Order, Health and 
Discipline of Vessels and the Coast of the Republic, D.S. No. 1340 to 41. 


Be it resolved: 

1. As of the present date, vessels and naval craft proceeding from 
the ports and waters situated off the coast of Peru, will observe 
the conditions indicated in the following. 

2. The preventive sanitary measures dictated by the Health 
Department of this country, will be strictly followed, as much in 
navigation as in ports. 

3. The Master of the vessel will advise his arrival to whichever 
national port with a minimum notice of 48 hours without 
compressing the information that will direct the Health Authorities. 

4. The notification will contain at least the following information: 

(a) Name of the vessel, flag and international call sign. 

(b) Preceeding port and next port of call. 

(c) Ports visited during the last 7 days before this notification. 

(d) Date and hour of arrival. 

(e) General state of Health of the crew, giving special attention 
to gastro-intestinal pain, and/or fevers, if such exists. 

(f) Information on intake of fresh water and ballast coming 
from effected zones. 

(g) Ports that will be visited in Chile. 

5. The following preventive measures shall be adopted without 
compromising the completion of the existing laws and those which 
are being issued by competent authorities. 

A. General Measures: 
The water deposits of the ship will be chlorinated, with the 
objective of obtaining a minimum 0.2 p.p.m. of free chlorine 
at the furthest point of the system, through the use of a 
chlorine colorimeter with a base of D.P.D. This arrangement 
will be controlled by the Health Authorities on arrival of the 
vessel at port and by the notation of the vessel for the 
duration of its stay in Chilean waters. The equipment can be 
provided by the respective vessel's Agent. 
The presence of flies and roaches shall be fought. 
The deposits of garbage should be located aft, sealed 
hermetically in a permanent form, and sprayed periodically 
with insecticides that impede the access and proliferation of 
insects. 

B. In Port: 
All vessels will be prohibited from discharging waste and 
bilge water in the waters of the ports and bays, this will be 
permanently controlled in coordination with the Department 
of Health. 
If vessels do not have a special location for the storage of 
service water and bilge water, this should be informed upon 
arrival in order to coordinate with the Department of Health, 
authorisation for a preliminary examination by said authority 
and the Maritime Authorities. The necessary methods will be 
established in order to obtain an immediate disinfection of 
this type of refuse. The previous subject to final agreement 
by order of Sanitory Authorities. 
Berthed vessels should permanently maintain anti-rat 
defenses on the mooring lines. 
Gangways and ladders should be heaved up when not in 
u 


se. 

6. Vessel that do not possess an adequate system aboard for the 
retention of garbage, should inform this upon arrival and 
coordinate at vessel's expense the daily removal for incineration, 
or discharge at least 12 miles from the coast, depending how so 
ordered. 

7. Incase that during navigation it is detected on board any persons 
suffering from Cholera, or having symptoms of said epidemic, the 
situation should be reported immediately, and upon approaching 
land the ‘Q' flag and the ‘L’ flag of the international code of signals 
shall be flown. 

8. The reception of the vessel will take place at anchorage, in a 
place indicated by local Maritime Authorities, not permitting 
access nor the disembarkation of persons until the vessel is 
declared in “Free Pratique”. If during the reception, cases, or 
suspected cases, are detected, the instructions of the Sanitation 
Authorities will be followed. 

9. The Captain who has on board contagious persons, or with 
symptoms of Cholera, and does not communicate with the 
Maritime of Santiation Authorities as ordered during the 
navigation of national waters, at the moment of reception or during 
the vessel's dockage at port, the prescribed sanction will be 
issued according to Art. 144 of D.S. 1340/91 General Regiment 
of Order, Security and Discipline on Vessels and the Coast of the 
Republic, as well as the corresponding of other authorities. 

10. All vessels will be prohibited from discharging ballast in Chilean 

waters (Ports and Bays). 

Unquote. 
Shipmaster’s comment on the above: 
Procedure: The cable can be sent free of charge via any Chilean Coast 
Radio Station which accepts public traffic. It should be addressed to 
Area Sanidad Maritima DGTM Y MM “Port Name”. 
Ref. DGTM Y MM ORDINARIO N. 12600/300 VRS. 
Then following details for (a) to (g) - See No.4 above: 
Experience recommends that this cable be sent to Valparaiso Radio via 
Telex or Satcom. Telex No. 230602 DGTMM CL. Address on this telex 
should read like that shown above. 
Notes: Check ratguards hourly as Port Captains will fine vessel if any 
have fallen off. 
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FUMIGATION: If the Derat Certificate of a ship has expired, it can be 
granted the appropriate exemption, provided that authorities may prove 
there are no rats on board and that the vessel has not recently called 
at any port affected by the bubonic plague. 

Fumigation can be carried out by the Agriculture and Cattle Raising 
Bureau. In such cases, the ship must remain permanently moored with 
one or two anchors ahead. Her crew must be put ashore for 24 hours. 
STEVEDORES: At every Chilean port there are stowage and breakbulk 
companies having port elements and workers trained to fulfil vessels’ 
loading and discharging activities. 

Chilean ports work daily on a shift basis: 


First Shift : 0800 hrs. — 1530 hrs. 
Second Shift : 1530 hrs. — 2300 hrs. 
Third Shift : 2300 hrs. — 0600 hrs. 


Ships in port must be watched by a maritime guard at their accesses. 
He is responsible for watching over the vessel's security. Nobody foreign 
to the ship can go on board without presenting a special authorisation. 

Port labour is periodically supervised by a Security Patrol, which must 

take care of the stowage and break bulk activities. These have to be 
accomplished in accordance with national and international security 
standards. This patrol keeps the Port Captain informed. 
FUEL: Fuel oil can be taken at any Chilean port by means of the trucks. 
The price is in accordance with international market fluctuations. The 
ship's agent will have to ask for the required amount of fuel in advance. 
HOLIDAYS: The following days are holidays in Chile: 


January 1st. 

Easter ((holy Friday and Saturday) March/April). 

May 1st. : Labour Day. 

May 21st. : Iquique’s Naval Combat. 
June 2nd. : Corpus Christi. 

June 29th. : St. Peter and Paul. 
August 15th. : Virgin Mary's Assumption. 
September 11th. : National Liberation’s Day. 
September 18th. : Independance Day. 
September 19th. : Army Glories’ Day 
October 12th. : The Discovery of the New World. 
November 1st. : All Saint's Day. 
December 8th. : Immaculate Concepcion. 
December 25th. : Christmas Day. 


Holidays do not affect the efficiency of Port Labour System 
CREW: Foreign merchant ships can hire Chilean crew without problems; 
they only have to ask for the suitable Embarkation Contract. 
RADIO: There are 74 radio stations along the coast. Messages to ships 
are broadcast from Valparaiso, Punta Tumbes, Puerto Montt, Faro 
Corona, Punta Arenas and Punta Delgada. 

Local weather observations are broadcast by radiotelephony by the 
following radio stations: 


Playa Ancha CBV 
Talcahuano CBT 
Calbuco Radio CBP-22 
Guafo Radio CBP-4 
Raper Radio CBM-2 
Magallanes Radio CBM 


Special and general forecasts, for the area from Africa to San Pedro 
are broadcast by Radio Playa Ancha on frequencies 464, 4,228, 12,663 
and 16,914.5 kHz. 


The following information is sent by facsimile: 
1130 hrs. GMT: Surface Chart. 
1920 hrs. GMT: Nephoanalysis. 
1940 hrs. GMT: Wave Analysis. 
2310 hrs. GMT: Surface Chart. 


By the telegraphic system: 
0110 hrs. GMT: Meteorological Forecasting Zone I-VI 
1210 hrs. GMT: Meteorological Forecasting Zone I-VI 
1210 hrs. GMT: Analysis 
1210 hrs. GMT: Meteorological Forecasting Zone X 
2020 hrs. GMT: Meteorological Forecasting Zone X 
2030 hrs. GMT: Analysis 


By NAVTEX at: 
0110, 0410, 0810, 1210, 1610, and 2010 hrs. GMT. 
0200 hrs. GMT: Wave Forecasting Chart. 


The Naval Radio Station of Magallanes broadcasts in telegraphy the 
General Forecast for Zones VII-VIII and X. 

For weather forecasting, the country has been divided from the North 
to the South into the following areas or zones. 


Zone | : from Arica to Coquimbo. 

Zone II : from Coquimbo to Valparaiso. 

Zone Ill : from Valparaiso to Constitucion. 

Zone IV : from Constitucion to Isla Mocha. 

Zone V : from Isla Mocha to Puerto Montt. 

Zone VI : from Puerto Montt to Isla San Pedro. 

Zone VII : from Isla San Pedro to Faro Evangelista. 
Zone VIII : from Faro Islotes Evangelistas to Lat. 60° 00'S. 
Zone IX : from Lat. 60° 00’S. to Lat. 90° 00'S. 

Zone X : from Long. 80° 00'W. to Long. 120° 00’W. 


Chile is normally 4 hours behind GMT, but from the second Saturday 
of March, clocks must be moved ahead 1 hour. However, for radio 
transmissions, GMT time will continue to be used. 

For ETA messages, it is recommended to use GMT. 

PILOTAGE: The use of a pilot is compulsory at all Chilean ports for 
berthing and unberthing. Pilotage also compulsory at all tanker and bulk 
terminals. 

Pilotage is compulsory in the Magellan Strait. The pilot must be taken 
aboard flor vessels coming from the North) in Valparaiso, Ancud or at 
the pilot station of Laitec, in Quellon. For ships aaa from the Atlantic, 
pilots board at the pilot station located at Bahia Possession at the 
Eastern Entrance of the Magellan Strait and for vessels coming from 
the Antarctic, pilots board at Isla Hornos or Cabo San Pio. 
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POLLUTION: Throwing away of any kind of ballast or waste in the se; 
is prohibited, as well as spilling oil of any derivative or residue ¢ 
contaminated waters from processing plants or any other noxioy 
matter, either at ports or within the 200 mile jurisdictional Chilean water 
without the Port Captain's authorisation. Current rules state that no 9 
tanker can spill hydrocarbons or any other derivative substance, with 
50 miles of the coast. 

According to international standards, ships navigating in Chileg 
jurisdictional waters, must be in possesion of an insurance policy. » 
cases of pollution, regardless of administrative sanctions imposed, Ciy 
Liability Regulations sanctions imposed, Civil Liability Regulations wi 
be applied as established in the international regulations. 
rycceiel The following telex was received from ‘‘Directemar Chile’ 

uote 

1. As from this date on, all vessels proceeding from other countri 
already ballasted with sea water, should replace the ballast g 
least one time, 12 nautical miles from the coast before arrival ) 
Chilean ports, registering these procedures in the Deck Log, an 
in the Engine Room Log, detailing following information: 

Place: Geographical coordinates where the work was done. 

Volume: Quantity of water replaced and percentage ICW t 
total capacity of ballast. 

Date and hour: The interchange of ballast water wa 
undertaken. 

2. Incase it cannot be proven in a convincing form through the Dea 
and the Engine Room Log, the vessel will add to the ballast tan 
100 grams of sodium hipochloride in powder or 14 grams ¢ 
calcium hipochloride in powder per ballast water ton before sta: 
of the ballast operation. Assuring the mixer in all water volume 
and leaving to pass minimum 24 hours before to start emptying 
This work should be done under Maritime Port Authorities 
supervision. 

3. All vessels proceeding from zones affected by Cholera, or othe 
catching epidemics, should take the procedures indicated + 
Paragraph 1 and 2 of this resolution. 

Unquote. 

Shipmaster's Note: May 1992. 

It all comes down to recording in the ship's logbook where each tan 
has been ballasted, in order to prove/show that all ballast is from outsié 
the 12 mile zone. 

If the vessel has to ballast at any port, this to be changed at se 
outside the 12 mile zone, before reaching the next port. 

MARITIME SEARCH AND RESCUE: (See “Plan’). 

Pursuant to the responsibility that the Chilean National Law award 
to the General Direction for the Maritime Territory and Merchant Marin 
and to the International Agreements that Chile has acceded to regardin 
Maritime Search and Rescue, this activity is organised along the county 
according to the Supreme Decree No. 1190 of 1976 that “Organise th: 
Maritime Search and Rescue Service dependent from Chilean Navy 
Mission: Organise and carry out search for vessels, naval craft or an 
other craft in the maritime area of national responsibility, in order 
rescue passengers and crew being in danger due to a sea casualty. 

Cooperate by own initiative or required by authorities or individuals 
and in the way prescribed by the Commander-in-Chief of the Navy, 
the Human Life Search and Rescue, and materials not related to gener 
maritime activites being in danger or lost at sea, rivers or lakes, whet 
maritime authorities can be found. 

The maritime area of national responsibility as far as Maritime Sear? 

and Rescue is concerned, includes all waters under national maritim 
jurisdiction and Pacific Ocean waters included among these, and paralle 
18° 20’ 08” N., Meridian 120° W. to the West, Antarctic Territory in the 
South and waters of Drake Passage. 
Organisation: The Maritime Search and Rescue Service’s Headquarter 
are located at the General Direction for the Maritime Territory an 
Merchant Marine, in Valparaiso (JEFSERBREM), and for its operation 
it is organised and divided into 5 Maritime Search and Rescue Centres 
called COBREM, located at the ports of Iquique, Valparaiso 
Talcahuano, Puerto Montt and Punta Arenas. 

Districts concerning each of the Maritime Search and Rescue Centre! 
are as follows: 

(a) First District of Maritime Search and Rescue: 
From Lat. 18° 20’ 08” S. in the North to Lat. 26° 00’ S., in th® 

South. 

The Maritime Search and Rescue Coordination Centre is locate 
at the Maritime Governor's Headquarters of Valparaiso. 
(b) Second District of Maritime Search and Rescue: 
From Latitude 26° 00’ S. to Latitude 34° 09’ S. 
The Maritime Search and Rescue Centre is located at the Maritim 
Governor's Headquarters of Valparaiso. 
(c) Third District of Maritime Search and Rescue: 
From Latitude 34° 09’ S. to Latitude 47° 00’ S., excluding t* 
territory comprised in the Fourth District. F 
The Maritime Search and Rescue Centre is located at the Maritim 
Governor's Headquarters of Talcahuano. 
(d) Fourth District of Maritime Search and Rescue: 
From Latitude 41° 21’ S. and Longitude 74° 00’ W., correspondit 
to inland Chilean’ waters, upto Lat.43°16'S. a 
Long. 76° 00' W.The Maritime Search and Rescue Centre * 
located at the Maritime Governor's Headquarters of Puerto Mont 
(e) Fifth District of Maritime Search and Rescue: 
From Latitude 47° 00’ S. to Latitude 90° S. The Western lim 
comprises, exactly like the rest of the districts, meridian 120° 
and the Eastern limit, the imaginary line joining the following poin® 


Latitude Longitud 
(a) 55° 07.3' S. 66° 25.0’ W. 
(b) 55° 11.0’ S. 66° 04.7’ W. 
(c) 55° 22.9' S. 65° 43.6’ W. 
(d) 56° 22.8' S. 65° 43.6’ W. 
(e) 56° 22.8' S. 67° 16.0’ W. 
(f) 58° 21.1'S. 67° 16.0’ W. 


and from the last point directly to the East, through Drake Passage 
following parallel 58° 21.1’ S., till touching the point located at 
Latitude 58° 21.1'S., and Longitude 53° 00’ W., and from there 
along the meridian 53° 00’ W., to the South Pole. 
STRAIT OF MAGELLAN: Magellan Strait is a geographical fault 
crossing the South American Continent at the Southern zone of Chile 
and joins the Pacific Ocean to the Atlantic Ocean. _ ; : 
As the Strait of Magellan is a zone of great maritime traffic density 
with intense marine currents of variable direction and strength, especially 
in the First and Second Passages located in the Eastern part, and has 
a high percentage of rough weather and a great number of exploration 
and exportation platforms on the seabed at its Pacific entrance, mariners 
should navigate very cautiously in these waters, executing security 
measures established for that purpose. - 
Despite the fact that there are excellent aids to navigation and beacon 
ems, the use of 2 pilots is compulsory. They must verify the most 
favourable conditions for the navigation of a vessel. 
It is not compulsory to use pilots in the area between the Western 
entrance of the Strait and Punta Arenas City but is available when 


ssary. 
wrariy Standards: Every ship of any kind and nationality, using the 

Strait of Magellan for navigating, should fulfil the following: 

(a) She must report her ETA when entering into the Strait, 12 hours in 
advance. Such message must contain the following information: 
No. of messages. 

Name of the Ship. 

No. of Words. 

Date. 

UTC time. 

MARITGOG PAR. 

Text. 

Name of the ship, ETA, length, maximum draft, gross tonnage, 
destination port, ETA, pilots zone, Master's name. 

(b) During the whole voyage along the Strait, ships must keep in touch, 
permanently listening and standing by on VHF Channel 16 and 
2182 kHz. 

(c) The time of arrival and departure from the Strait and time passing 
Punta Dungeness lighthouse, Punta Anxious lighthouse, Isla Tamar 
or Cabo Pilar, depending on circumstance, must be sent to the 
Maritime Governor's Headquarters. 

During navigation in the Strait, geographical situation and speed 
must be advised, according to the following criteria: 
(1) Ships navigating without pilot: Every 4 hours. 
(2) Ships navigating with pilot: At 0800 hrs. and 2000 hrs. 

(d) There are 3 waiting areas for ships needing to anchor for safety at 
sea’s purposes and for ships waiting to cross the passages, in 
accordance with the instructions imposed by the Maritime Authority, 
according to the traffic requirements. 

For such purposes, the following waiting areas are established 
within specific limits for crossing the First and Second Passages 
(Primera y Segunda Angostura): 


Latitude Longitude 
Bahia Possession: 52° 19’ 20” S. 68° 58’ 30” W. 
52° 19’ 20” S. 68° 53’ 30” W. 
52° 21’ 20” S. 68° 58’ 30” W. 
eel g Mesa oN 68° 53’ 30” W. 
Bahia Felipe: 52° 45’ 05” S. 70° 00’ 20” W. 
52° 44’ 25” S. 69° 58’ 10” W. 
Se. 45. lows: 69° 57’ 15” W. 
52° 45’ 55” S. 69° 59’ 30” W. 
Punta Arenas: 53° 10’ 53” S. 70° 54’ 06” W. 
53° 10’ 53” S. 70° 53’ 27” W. 
$3? 12 49a: 70° 53’ 27” W. 
i i Fa eb: oll 70° 54’ 06” W. 


(e) Vessel must have the following valid international certificates, in 
accordance with the type of vessel: 

1. Safety Construction Certificate. 

2. Safety Equipment Certificate. 

3. Radiotelegraphy or Radiotelephony Safety Certificates, 
according to the circumstances. 

4. Certificate guaranteeing that the ship is insured or is in 
possession of other financial guarantees, in accordance with 
Art.146 of Navigation Law (from Civil Liability for Oil Pollution 
Damage and other noxious substances). 

These certificates will be accepted, unless there is clear evidence for 
Suspecting that the ship or equipment condition is not in accordance 
with that stipulated on such affidavit. 
(f) Also vessels must comply with the following requirements: 
To have a gyro-compass in good working order, with a duly know 
error margin and a repeater on deck operating normally, and their 
steering magnetic compasses suitably compensated for navigation 
with the updated deviation table; such table shall not be older than 
one year. 
To be provided with navigational equipment in accordance with 
tules for the ship, contained in the Annex to the International 
Conference on Safety of Life at Sea, 1974. 
To have at least one radar in good condition. 
To have updated Chilean publications on board: navigational 
charts, sailing directions, light lists, tide tables and nautical 
io necessary for conducting a ship through the Strait of 
agellan. 
To have in good condition, all anchoring and manoeuvring 
elements; main, auxiliary and emergency engines and aids to 
navigation. 
To maintain derricks or cranes in a secure position so as not to 
interfere with visibility from the upper bridge of the ship. 
(9) While navigating along the Strait, pilot aboard checks the existence 
and validity of the above mentioned certificates and the fulfillment of 
requirements contained in the preceding paragraphs. 
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(h) For those vessel's neither having certificates in force nor fulfilling 
requirements regarding equipment and elements for navigation, the 
Maritime Authority will make arrangements so that the ship adjusts 
her necessary conditions for safety of navigation and life at sea. 
The Maritime Authority will approve navigation as soon as pertinent 
instructions have been executed. 

Aspect relative to aids to navigation or piloting’s collection: 

For the collection of piloting and aids to navigation services, tariffs 
stipulated will be applied according to the Tariffs and Duties’ Regulation 
of the General Direction for the Maritime Territory and Merchant Marine, 
approved by S.D. (M) No. 427 of June 25th, 1979. 

If there was occasional piloting or if piloting was carried out over part 
of the Strait, at ship’s Masters request, 100% of the corresponding 
piloting tariff will be applied. 

Other complementary standards: 

Every ship navigating in the Strait of Magellan experiencing an 
abnormal situation, either navigational or maritime fire occurence 
possibility, must report it to the maritime authority in order that prompt 
assistance may be rendered if necessary. 

Itis definitively prohibited to throw overboard ballast, debris or garbage 
and to spill oil or its derivatives or residues subjected to the indicated 
jurisdiction, in accordance with the international agreements subscribed 
to by Chile and current internal regulations on this matter. 

The Government of Chile has established a new Aids to Navigation 
System in the Strait of Magellan, in order to give support to navigation 
and piloting in the zone, by means of the centralised information 
exchange with vessels, fully assuring safety of life at sea. This system 
consists of Radar Stations, installed at Punta Dungeness lighthouse and 
the Port Captain's Office at Punta Delgada renders service to any vessel 
that needs it; free of charge for the user, and it allows navigation via 
Boca Oriental and Banco Triton, or vice-versa. 

Ships coming from the Atlantic Ocean, must inform their arrival to the 
landfall port located at Latitude 52° 35’ S., Long. 68° 10’ W., at least 24 
hours in advance, to the Maritime Radio Station of Punta Arenas (CBM), 
using frequencies and schedules indicated in the book of Coastline 
Stations, List IV, of the International Telecommunication Union (ITU). 

There must be direct contact with Punta Dungeness lighthouse (CBM- 
71) or Cabo Espiritu Santo lighthouse (CBM-72), 20 nautical miles from 
the landfall point, on VHF Channel 16. 

Punta Arenas and Punta Delgada Stations will also provide the 
following information: 

Traffic existing in the area. 

Position of oil platforms and naval installations. 

Indication of anchoring zone and waiting area for pilot. 

Weather conditions. 

Indications about tides. 

Information about urgent Notice to Mariners. 

Shipmaster’s Report: January 1986. 

The transit through Magellan Strait went very smoothly. There are no 
great difficulties as long as vessel has a good and reliable radar. Extra 
caution in necessary in Paso Turtoso but there is no problem in passing 
there during darkness. 

Communications with our Agent were good. We sent telex over 
Maritex and they answered with cable via Valparaiso Radio. Information 
required by them was a minimum, g.r.t. the most important for obvious 
reasons. There are no paper formalities at Punta Arenas, pilot boarding 
was straight forward. 

Pilot boards one mile due East of Punta Arenas breakwater, and 
leaves at Possession Bay. Our pilot left just after the First Narrows 
inpositicn: Lat. 52° 24’ S., Long. 69° 24’ W. There are plans to build 
apilot station at Punta Felix in position: Lat. 52° 58’ S., Long. 74° 04’ 
W.and thus making it compulsory to take a Pilot for the whole Strait 
(ocean to ocean). According to our pilot this to be effective late 1986 or 
early 1987. 

There are now two reporting points, Los Evangelistas in position: Lat. 
52° 23' S., Long. 75° 07’ W. at the West entrance, and Cabo Espiritu 
Santo in position: Lat. 52° 40’ S., Long. 68° 36’ W. at the East entrance. 

VHF contact to be made with these stations when passing them. They 
require such information as g.r.t. length, cargo, etc. Their English is fairly 


Our Pilot did not agree that the best time to pass Punta Arenas was 
at high water. Because the tide varies in such a way that vessel still has 
the tide against in the Narrows. Instead he recommended that the tide 
was calculated for the First and Second Narrows respectively, (with 
Chilean tables). And then the transit to be made in such a way that the 
vessel transits the First Narrows just after high slack water. This meant 
that the vessel would sometimes run against the tide in the Second 
Narrows. Since the tide in the First Narrows in much stronger, this is 
more favourable. 

Advice from Agent: The Chilean Government issued Decree No. 397 
imposing compulsory pilotage for the transit of Magellan Strait in both 
directions. 

Same will become effective from 1st December, 1985, and will apply 
to all vessels, even those crossing ocean to ocean. 

Vessels to request Pilots through an Agent in Punta Arenas well in 
advance of their ETA at either entrance of the Strait. 

Westbound traffic will embark Pilots at Possession Bay (Lat. 
52° 16’ S., Long. 69° 10’ W.) and disembark them at Punta Arenas. 

Eastbound traffic will embark Pilots at Punta Arenas and disembark 
them at Possession Bay. 

Also see “Shipmaster's Report” dated February 1993. 


SHIPMASTER’S REPORT: January 1985. 

Painting: We called recently at Iquique — Antofagasta — Valparaiso — 
San Vicente. In al/ ports scraping and painting the hull only allowed after 
having received permission from Port Captain. 

Containers: When more than 6 containers have been (re)loaded on deck 
the lashing of same are to be checked by Surveyor of Port Captain's 
Office. Surveyor at San Vicente insisted on chains, even when twistlocks 
were used and containers only single stacked. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englan, 


Stability: Prior departure last Chilean port, stability particulars to be given 
to Surveyor from Port Captain's Office. 
Time: Summertime is kept, GMT minus 3 hours. 


SHIPMASTER’S REPORT: February 1993. 

Passage: Buenos Aires to Punta Arenas, Valparaiso, Talcahuano via 
Magallanes Strait and Chilean Inland Waters. 

Prologue: Our vessel was the first company vessel to transit Magallanes, 
as the South American liner service was extended to include ports in 
Chile. We sailed from Buenos Aires on 25th February bound for Punta 
Arenas, which is situated in the Magallanes Strait. 

Pilotage: \t is mandatory for foreign flag vessels to embark 2 pilots at 
Possesion Bay, which is situated about 23 miles West of Punta 
Dungeness Light. Arrangment of pilot should be made through the main 
Agent at Valparaiso, at least 3-4 days prior to arrival. Pilots fly from 
Valparaiso to Punta Arenas and then by road to Possesion Bay. Pilotage 
is compulsory from Possesion Bay to Punta Arenas and vice versa. It 
is also compulsory to take 2 pilots from Possesion Bay if vessel is bound 
for any ports in Chile. However, it is not mandatory to take a pilot on 
departing Punta Arenas if vessel is Westbound through the Magallanes 
Strait (exiting at Cabo Pillar), and not calling at any Chilean ports on the 
Pacific side. But it should be borne in mind that, should a Master decide 
to embark pilots (always 2 pilots) at Punta Arenas or Possesion Bay for 
the passage through the optional pilotage area between Punta Arenas 
to Cabo Pillar, the pilots cannot be disembarked at Cabo Pillar. 

The vessel has to proceed Northward (through Pacific) along the 
Chilean coast for over 2 days, until the pilot disembarkation points at 
Golfo de Penas (approximate position 43° 20’ S., 73°38’ W.) or at 
Ancud (approximate position 41° 51’ S., 73° 50’ W.) or until Concepcion 
Bay or Valparaiso. No matter where the pilots are disembarked (at any 
points as mentioned above), they return to their base at Valparaiso (all 
expense on owners’ account). 

The exercise of having to overcarry 2 pilots beyond Cabo Pillar may 
sound quite strange, but the fact becomes quite clear when the vessel 
invariably meets hostile weather at the Western part of the Magallanes 
Strait (where it meets Pacific), as such pilot disembarkation facilities do 
not exist. The seas in that area are always very rough with heavy swell, 
especially when the wind is S.W. to West, which unfortunately is the 
case most the time, and billowing to Force 8 — 9 or more with swells 
4m. — 6m. in height under normal circumstances. 

Weather in this part changes without warning. North or Northwesterly 
wind brings some respite from Westerly swell, but as soon as the wind 
backs to West or S.W., heavy rolling cannot be escaped. In order to 
avoid this notorious zone, the only escape is to take the inland route 
instead of exiting to Pacific at Cabo Pillar. 

As regards the pilotage fees from Punta Arenas up to Valparaiso, it 
is a fixed amount depending upon the ship’s g.r.t., and it is regardless 
of the fact whether vessel chooses to proceed via inland waters or via 
Pacific. Pilots however only take charge if vessel transits inland sea/ 
channels. In our case, we arrived in Possesion Bay on 2nd March and 
embarked 2 pilots, who took us to Punta Arenas as we had cargo to 
discharge. The vessel was berthed by the Harbour Pilot on arrival at 
Punta Arenas, and the Magallanes Strait pilots disembarked to proceed 
to hotel ashore (all expenses on ship's account). We sailed from Punta 
Arenas on Sth March, and the Magallanes pilots returned onboard about 
one hour prior to sailing. We were bound for Valparaiso. 

It is mandatory to provide senior officer status to the pilots, and they 

should be lodged in separate cabins. They certainly deserve excellent 
treatment, as their job is really demanding considering more than 
700 miles of arduous passage through the inland waters. The pilots 
appeared to be very helpful and congenial. 
Route Selection: \t remains the Master's prerogative to opt for inland 
channel (which commences about 31 miles S.E. of the Cabo Pillar), or 
taking to Pacific after exiting at Cabo Pillar. The passage through the 
inland channel is about 17 miles longer and very exciting with 
2 bottlenecks which require special care and precise timing. On 
proceeding (Northward) via inland channel, it is necessary to pass 
Summer Passage (Paso Summer) with a maximum draft of 25 ft. at any 
state of tide, and remain within yards of the shoal marking buoy. This 
stretch is maximum 300 m. long and safe width of about 100 m. Speed 
was reduced to minimum prior to the shoal depth, and the engine was 
stopped in time to prevent any squatting. The bottom is flat rock and 
the sounding increases to 60 m. or more immediately before or after the 
shoal patch. We had reduced our draft to 7.0 m. with a trim of 50 cm. 
by the stern, in order to have good steerage. However, there is an 
alternate passage (via Canal Gray), which may have as narrow 
navigable channel as Summer Passage (maximum draft 10.0 m.). But 
ae has to be passed only in daylight hours and with reasonable 
visibility. 

The second constriction is the English Narrows (Lat. 48° 59’ S., 
Long. 74° 26’ W.), which must be navigated in daylight hours and 
precisely at slack water. Vessels up to 180.0 m. LOA are allowed to 
pass via English Narrows. This is a real bottleneck and involves 
2 alterations of course of more than 90° each within a distance of less 
than 0.75 miles. These turns had to be negotiated at full speed with 
generous use of helm. The exercise is breathtaking and even more 
exciting when proceeding in the opposite direction. 

In order to avoid the English Narrows, a vessel may exit to Pacific by 
making the detour at Paso Caffin (50° 09’ S., 74° 44’ W.), and leave via 
Trinidad Channel. But the decision to opt for Trinidad Channel should 
be made only if it is considered safe enough for the subsequent 
Northward passage through the Pacific, as weather there may not be 
too different from what it has been near the Western entrance of 
Magallanes Strait. If continuing via English Narrows, the inland sea 
terminates at San Pedro (in Golfo de Penas). The whole stretch of this 
passage, beginning from Estrecho de Magallanes until San Pedro, is 
known as Patagonian Channel. The Patagonian Channel is about 
300 miles long and affords relatively smooth waters as compared to the 
frequent gales and heavy weather associated with heavy deep swell, 
so often experienced along the Chilean coast in the Pacific. 
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The passage via Patagonian Channel features high and 
shores, steep to and sheer cliffs, numerous peaks and mountain Tange 
often capped with snow, waterfalls, glaciers, ice and icebergs. We me 
small icebergs between Canal Wide and Canal Concepcion. They 
icebergs originate from the adjacent glaciers, and are driven into inlay 
seas by Easterly wind, most frequently in Summer, and sometimes ay 
menacing enough to warrant reduction in speed or stoppage to avox 
propeller damage or nipping. We did not meet with any icebergs uring 
our Northward passage, but encountered many of them during our retur 
passage 11 days later. On the whole, the Patagonian Channel offen 
perhaps the most panoramic views and grandeur rarely seen anywhere 

Another important fact about pilotage that should be known is tha 
although the pilots remain on board until their disembarkation at an, 
positions as have been mentioned earlier, the pilotage fees are payab 
up to their return to Valparaiso (regardless of point of disembarkation) 
but their responsibility ceases when passing San Pedro Li 
(47° 43.5’ S., 74° 47.5’ W.) in Golfo de Penas. There is an optional pate: 
of inland channel of about 280 miles which begins at Darwin Channe 
and continues via Moraleda Channel and terminates at Ancud Pilg 
Station. This optional pilotage costs around U.S.$ 3,400.00 for this size 
of vessel (15,125 g.r.t.), and may be used, should it be necessary 
avoid heavy seas. However, during our passage both North an 
Southbound, we did not use this optional channel as the weather was 
not so harsh as to warrant use. The optional pilotage though increase; 
the distance by about 90 miles, but pays a handsome dividend in terms 
of relatively calm weather. Informatively, there is a surcharge of 5% on 
normal pilotage fees, should a vessel meet with heavy weather in Pacific 
after having decided to proceed along the same instead of the 
Patagonian Channel. An additional 5% surcharge is levied in the even 
of an erratic gyro compass. 

Passage: Once it was decided to use the Patagonian Channel as 
described under “Route Selection”, it is now described below, the 
passages through which we transitted, as it may serve as a good leat 
in the study of charts and Admiralty sailing directions. Details of routes 
are given from Possesion Bay up to Valparaiso in several parts. 

Possesion Bay to Punta Arenas: B.A. Charts No. 1692, 1693 and 1694 

On rounding into Possesion Bay from a position South of Punta 
Dungeness, great care was exercised due to very aay tide. Pilot 
boarded precisely at the position marked on chart. Vessel followed the 
printed track on the chart until up to Punta Delgada. A radar station is 
situated there to track all ships approaching from the East, as well as 
all outbound ships. At times of heavy weather, pilots board near Punta 
Delgada. Great caution is necessary when transitting Primera Angostur 
and Segunda Angostura, due to strong tide which may attain 6 — 8 knots 
at Spring tide. The safest passage is to keep the vessel mid-channe! 
After clearing the Segunda Angostura, strength of tide gradually 
diminishes to around 1 — 2 knots. After passing about 1 mile East of Isia 
Magdalena, we proceeded direct to Punta Arenas, as prudent as 
navigation would permit. 

Punta Arenas — Golfo de Penas: Chart No. 1281. 

After sailing from Punta Arenas, the passage Westward through the 
Paso Ancho — Paso Ingles — Paso Larga — Paso del Mar and Magallanes 
Strait are deep and wide. On passing Cabo Froward whereafter may be 
the beginning of rain, snow, strong winds, gales, squalls and thick 
weather, which may progressively worsen as vessel proceeds N.W 
through the Strait. 

Interestingly, Cabo Froward (53° 54’ S., 71° 18’ W.) is the Southem 
most tip of the South American continent. The lands South of this point 
and on the Southern shore of Magallanes Strait are all islands, and 
obviously not connected to the mainland of South America. 

It would be pertinent to quote from the sailing directions that “at Cabo 
Froward, the squalls are exceptionally heavy, the weather frequently 
changes to heavy rain or snow, and the shores are often obscured. This 
change in weather is often very striking. It is seldom however, that there 
are not occasional clearings which enable the position of the vessel to 
be ascertained”. 


Canal Smyth: Charts No. 631 and 1282. 

When passing the Racon at Pasa Roda (52° 55.2’ S., 73° 49.5’ W,), 
course is altered to N.N.E. to head for fairway light at the entrance to 
the Canal Smyth, and the recommended track as printed on the charts 
is followed. 


Canal Mayne/Canal Gray: Charts No. 631 and 1282. 

After following the charted track for about 24 miles, generally 
Northward beginning abeam to fairway light, vessel would arrive 4 
position Lat. 52° 25.5’ S., Long. 73° 40’ W., abeam of Punta Mary, where 
choice has to be made whether to follow Canal Mayne or Canal Gray 
(Canal Gray is only navigable during daylight hours as stipulated by 
Chilean rules). Canal Mayne leads to Paso Summer, which can be 
transitted at any time, but maximum draft is restricted to 24 ft., as advised 
by the pilot. However, admiralty sailing directions quotes “ Canal Mayne 
is usually preferred by vessel with a draft not exceeding 6.7 m.”. We 
passed with 6.8 m. draft during Northward passage, and 7.0 m. during 
Southward passage. We stopped engine when passing the first buoy 
(going up from South), which is located at Lat. 52° 19.1'S., Long 
73° 58.5’ W., on our starboard, and remained within a few metres from 
the same in order to avail the relatively greater depth of 8.8 m. (as pe 
Chilean Chart), adjacent to the buoy and along the reference line 
Keeping the Hozven Light right ahead until abeam of the shoal marking 
buoy to starboard on the Northern bank of Banco San Juan, adjacer! 
to Isla Larga and then alter to N.N.E., passing about 3 cables abeam (0 
port “Ra Sim Lt” on Isla Cutler (see Chart No. 630). Distance abou! 
11 miles from Point Mary to abeam to Northern tip of Isla Larga. 


Estrecho de Collingwood: Charts No. 1282 and 630. 

After steaming past the Isla Larga in Paso Summer (Canal Mayne), 
we followed the printed track for about 22 miles to enter Estrecho dé 
Collingwood via Paso Victoria and then to Sarmiento Canal via Pas0 
Farquhar (distance from Paso Victoria to Paso Farquhar is about 
15 miles). Numerous shoals and reefs exist along the route, but vessels 
can safely steer past all dangers by remaining in mid-channel. 


canal Sarmiento: Charts No. 1282, 630 and 537. 

Followed Canal Sarmiento for about 50 miles (from Paso Farquhar) 
yntil a constriction at Punta San Marcos which is about 0.5 miles wide. 
Then another 2 similar bottlenecks at Punta Passage (about 18 miles 
fyrther North of Punta San Marcos) and the other at Punta Propoise (a 

ssage of about 4 miles, N.W. of Punta Passage), and thereafter the 
canal widens to a basin before entering into Canal Inocentes at Isla Juan 
Light, which is a further 6 miles of steaming (total distance of Canal 
Sarmiento beginning at Paso Farquhar until abeam to Isla Juan Light is 
about 78 miles). 


Canal Inocentes: Charts No. 1282, 1286 and 537. 
This canal is an open basin and continued for about 11 miles before 
merging with Canal Concepcion. It was a relatively comfortable passage. 


Canal Concepcion: Charts No. 1286 and 537. 

We continued past Isla Inocentes for about 9 miles along the printed 
track and merged with Canal Wide 22 miles later. This is a “Y" junction, 
and if altering to port (when going North), would lead to Canal Trinidad 
via Paso Caffin. Canal Trinidad is the exit route to Pacific, and can be 
utilised if the weather in the adjacent areas is considered to be safe 
enough from heavy seas. If exiting via Canal Trinidad, then the inland 
pilotage ceases on clearing Cabo Trinidad, but pilots have to be 
overcarried until up to any of the pilot stations mentioned earlier. 

in our case, it was preferred to continue via the inland sea owing to 
adverse weather conditions on the Pacific side along the Chilean coast. 


Canal Wide: Charts No. 1286 and 537. 

The area contained between Canal Concepcion and Canal Wide (i.e. 
Punta Wilmot in the North and Isla Canning in the South) are sometimes 
infested with drift ice and icebergs, which flow out from the adjacent 
glaciers via Seno Penguin and Seno Europa. During our Northward 
passage, we did not encounter any ice, but during our Southward 
passage, small sized icebergs were found scattered all over the area. 
In Summer time with an Easterly wind, large amounts of icebergs flow 
into the canal. The sights of the icebergs were very pleasant to watch 
by day (as long as they were no bigger), but can pose significant 
problems during night for obvious reasons. 

After entering Canal Wide (at Punta Squire), we steamed about 
32 miles along the recommended track before meeting another “Y” 
junction at the South end of Isla Saumarez. The choice of route was to 
pass via Canal Grappler or Paso del Abismo-Canal Escape (these 
canals are located on either side of Isla Saumarez). 

The pilot told us that it is conventional to use Canal Grappler when 
Northbound and Canal Escape when Southbound. This stretch is about 
18 —- 20 miles long either way. As we were Northbound, we passed 
through Canal Grappler. When Southbound, we passed through Canal 
Escape and Paso del Abismo, and it was one of our most spectacular 
and memorable passage. This passage is only 2 cables or less wide 
with sheer and steep rocky mountains rising to staggering ranges of 
2,000 ft. — 4,000 ft. The depth in the canal seems to be abysmal in 
relation to our draft, hence of no consideration. We only kept mid- 
channel and watched with wonder, as we darted through the passage, 
and broke the silence as we blew our horn which resonanced long 
enough to feel like eternity. 


Angostura Ingles (English Narrows): Charts No. 570 and 1286. 

After passing the island situated a few miles North of Isla Saumarez, 
begins the phobia of English Narrows which lies 25 miles ahead. This 
is the narrowest part of the whole channel and perhaps the most thrilling 
for any navigator. It lies between Isla Wellington and the mainland and 
extends 4 miles N.N.E. to Canal Messier. The pilot suggested that the 
passage through the English Narrows should only be attempted in 
daytime with fair weather and slack water. The narrowest parts are 
barely 1 — 2 cables wide and involve 2 alterations at right angle within 
aspan of 0.75 miles. In order to properly time arrival at English Narrows, 
it might be necessary to anchor at Puerto Eden when Northbound, or 
at Puerto Gray when Southbound. The tide through the narrows attain 
3-5 knots, and as such it is necessary to await slack water. Daytime 
transit is imperative for a better and correct perception of ship's rate of 
swing. 

The pilots gave us written instructions to exercise all possible cautions 
including manning of forward anchor station. We found the pilots to be 
very confident and capable, which are befitting their experience of 
transitting the English Narrows hundreds of times. 

The Southbound passage through the English Narrows requires more 
skilled, judicious and timely use of helm and engine. | would like to 
describe the manoeuvre of our Southward passage for the benefit of 
the readers of this report, and should be read in conjunction with the 
enclosed extract from Chilean chart for the relevant portion (see “Plan”’). 
About half an hour before the final approach, the pilot observed the helm 
response at various degrees of helm. Then the vessel was lined up on 
heading 175° with the unlighted beacon off Isla Cabrales. We have been 
maintaining sea speed at 105 r.p.m. As the buoy “Bo Caution Norte” 
bore 3 points on starboard bow, starboard helm of 15° was given. Then 
as the beacon on the Northern end of Isla Medio Canal opened out to 
2 Points on the port bow, helm was eased off to midship and soon after, 
15° of port helm was applied. At the same time double ring was given 
On the telegraph (prearranged with the Chief Engineer) for maximum 
p.m. As the r.p.m. shot up to 115 — 118 within seconds, the initial swing 
to starboard was arrested and very soon bow fell off to port under the 
effect of 15° port helm. At that instant, | think | was holding my breath 
which | only let go once | saw the bow swinging to port, thus getting 
sone from the mountain which laid dead ahead at 0.5 cables from the 
orecastle, while the vessel was moving at break neck speed. Thanks 
to the transverse thrust of propeller which must have augmented the 
Ship's rate of swing. In less than 5 minutes, the whole exercise was 
Safely over and a job well done. It is much easier said than done, and 
| could not conceal my gratitude to the pilots in admiration for one of 
the most spectacular manoeuvres | have ever had the pleasure to 
witness. In my opinion, the Southward passage through the narrows is 
More tedious than the Northward passage through the same. 
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Canal Messier: From English Narrows (going up North), we entered 
Canal Messier which is fairly wide (2 — 3 miles), and continued for 
another 75 miles until abeam of San Pedro Light (in Golfo de Penas). 
The inland pilotage ceased at San Pedro Light. Total distance (pilotage) 
from Punta Arenas to San Pedro is about 600 miles and was piloted in 
45 hours. However the transit time is liable to increase if the ship has 
to wait for slack water and daylight to pass English Narrows. 

The current in the Patagonian Channel is tidal and rarely exceeds 
2 knots, except at the bottlenecks where it is quite strong. The current 
runs along the axis of the channel and so does the wind, which is either 
from ahead or following. Occasional rain showers were experienced, 
but it hardly lasted beyond a few miles as the topography of the 
mountains changed. 

The mountains and its shore line (if any) are desolate, except for the 
frequent schools of seals/sea wolves and water ducks which can be 
seen on the shores. The mountains are rocky with thin layers of top soil 
in most places, giving rise to wild trees, which all appear to be leaning 
to South owing to predominantly Northerly wind. The leeward sides of 
the peaks were still generally covered with snow, giving an indication of 
harsh weather in Winter. 

The pilots issued certificates to all members on board conferring the 
title of “Honourable Explorer of the Magallanes Strait”. This is a very 
impressive certificate and issued to seafarers transitting the Magallanes 
Strait for the first time. 

San Pedro to Valparaiso: The passage from San Pedro in Golfo de 
Penas to Valparaiso was uneventful with a moderate amount of rolling, 
as such | decided not to use the optional pilotage area which involved 
additional pilotage dues, as have been mentioned earlier in detail. We 
arrived at Valparaiso on 9th March and the Magallanes pilots 
disembarked there. 

Valparaiso to Talcahuano (in Concepcion Bay): We sailed from 
Valparaiso on 12th March and arrived Talcahuano on 13th March. The 
Passage was normal. As we were due to sail for Santos on 15th March, 
through the same route (Patagonian Channel and Magallanes Strait), 
we had to embark pilots (2 pilots) at Talcahuano, who arrived from 
Valparaiso on 14th March and came on board just before our sailing on 
15th March at 1030 hrs. 

Talcahuano to Possesion Bay: During the sea passage up to San Pedro, 
we met with dense fog in the North and very rough sea in the Southern 
half of our passage. When we were about 100 miles S.W. of the pilot 
station at Ancud (located North of Chiloe Island), we had to make a 
deviation to land a crew member who was suspected to be suffering 
from kidney stones. The radio medical advice was sought from 
Goonhilly, U.K., and the doctor advised immediate hospitalisation within 
2-4 hours. The nearest port with medical facilities was at Ancud, though 
it amounted to a deviation on a reciprocal course for about 6.5 hours. 
On arrival at Ancud Anchorage we dropped anchor. The Agent boarded 
immediately with doctor, Immigration Officer and a Naval Officer. The 
doctor examined the patient and also suggested immediate 
hospitalisation. The crew member was landed right away and we were 
underway again in less than an hour. However, we lost nearly 14 hours 
on this emergency. It is noteworthy that South of Chiloe Island, there is 
no other place until Punta Arenas where proper medical facilities are 
available. This delay was a blessing in disguise as we were able to 
transit the English Narrows without having to anchor for daylight and 
slack water. 

The remainder of the passage from San Pedro until Possesion Bay 
was uneventful, and we disembarked the pilots (at Possesion Bay) on 
20th March at 0105 hrs., and then continued with our onward passage 
to Santos. 

Weather Forecasts: After sailing from Buenos Aires enroute to Punta 
Arenas, no weather forecast is available in English, although Argentinian 
station is supposed to cover all these areas in English as well. Faced 
with this handicap, the Marine Superintendent arranged the services of 
the Oceanroute Inc., USA, to furnish us with weather reports as well as 
weather route. We found their predictions of lows, highs and direction 
of wind and swell very accurate. Their prognosis for the next 3 days 
were in accordance with the projected position of the ship and as such 
were of immense help to decide on the choice of route. However, their 
forecasts do not include the Patagonian Channel, which of course was 
not of much importance to us as the channel is well sheltered, and we 
were primarily concerned with the weather on the Pacific side, in order 
to decide if to use the Patagonian Channel or exit the Pacific at Cabo 
Pillar or at Cabo Trinidad. The weather report which is available 
(on W/T) in English from Chile is good but forecast valid for 12 hours 
only, as such it was not possible to make correct assessment in advance, 
which is of great importance in view of the frequent bad weather in the 
Southern part of Chile. Furthermore, the above forecast was available 
in English only once in 24 hours (at 1210 UTC after the forecast in 
Spanish, from Valparaiso Radio/CBV). However, they broadcast 
weather forecasts twice daily in Spanish (also valid for 12 hours only). 
On the whole, the services of Oceanroute was worthwhile, but in my 
opinion it is of not much use to weather route a ship in these waters. 
Position Report: While within Argentinian waters, Position Report has 
to be made on W/T to Naval Radio Station L2V at 1000 hrs. LT and 
2000 hrs. LT. Similar report has to be made to any Chilean Coast Station 
(while within Chilean waters) daily at 0800 hrs. LT and 2000 hrs. LT. 
The report comprises of ship's name, Call Sign, Port of Registry, 
position, course, speed and ETA. 


AUTHORITY: Direccion General del Territorio Maritimo Y de Marina 


Mercante, Errazuriz 537, Valparaiso, Chile. Tel: 258091. Telex: 230602, 
330461. 
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CHILREP: Chilean Ship Reporting System: (See Plan) 


The Chilean Ship Reporting System (CHILREP) has been established 
in accordance with the International Convention on Maritime Search and 
Rescue, 1979 (SAR Convention), which came into effect in June 1985, 
and requires signatories to the Convention to provide, amongst other 
actions, marine search and rescue (SAR) facilities for prescribed areas, 
and also recommends the establishment of a Ship Reporting System. 
Chile ratified the Convention in October 1981, and has accepted SAR 
responsibility for the area shown in the attached general instructions 
and CHILREP procedures (See “Plan”). 

The CHILREP is operated by the General Directorate of the Maritime 
Territory and Merchant Marine (DGTM y MM) which is a Directorate of 
the Navy. It is a “positive” system, that is, if a Position or Final Report 
is missed, the Maritime Search and Rescue Coordinator Centre or 
Subcentre will initiate checks to establish the Safety of the vessel. These 
checks are aimed solely at establishing whether a vessel is safe, and 
include broadcasts to shipping and communications with owners, agents 
or charterers. If these checks are unsuccessful, then search actions will 
be initiated. 

Should you need any further information, please do not hesitate to 
contact the Head of the Maritime Search and Rescue Service 
(Tel: 258091. Telex: 230602 DGTMCL and 330461 DGTMCK. 
Fax: 252539). 

Chile has an extensive coast where 5 Maritime Search and Rescue 
Coordination Centres (MRCCS) and 11 Subcentres (MRSCs) are 
located, fitted with modern maritime communication systems and 
facilities to carry out search and rescue operations. The responsibility 
area also covers the Drake Passage and an area which extends to the 
Antarctic, where weather conditions are generally adverse. There is an 
Antarctic Patrol stationed at such area during Summer months, in order 
to assist vessels which may require assistance and to combat oil spills. 

Chile also has a LUT (Local Users Terminal) of COSPAS-SARSAT 
System (International Satellite System for Search and Rescue), which 
receives alerts from radio beacons in 406 MHz and 121.5 MHz. 

Participation in this system is voluntary for foreign vessels and it began 
in December 1991. 

Notwithstanding that participation in the system is voluntary, domestic 
regulations provide that every foreign vessel bound to a Chilean port 
must report her arrival at least 24 hours in advance. When foreign 
vessels navigate inland waters of the Chilean Republic, they must report 
their position at 1200 Z and 2400 Z. In all other conditions, the system 
considers a daily report between 1200 Z and 1600 Z. 


FUNCTIONS OF THE MARITIME SEARCH AND RESCUE SERVICE: 
The International Convention for the Safety of Life at Sea requires 
governments to “.... ensure that any necessary arrangements are made 
for the rescue of persons in distress at sea, around its coasts”. The 
Chilean Government, being part to the Convention, established the 
Maritime Search and Rescue Service in December 1976. 

The Maritime Search and Rescue Service depends on the General 
Directorate of the Maritime Territory and Merchant Marine which is the 
National Maritime Authority. 

The principal function of this Service is the coordination of marine 
search and rescue activity within the area of Chilean responsibility. 

The facilities are available to all seafarers whether they are private 
boating enthusiasts, commercial fishermen or professional seamen of 
the merchant fleets of the world. 

The Service is operated 24 hours a day by officers with considerable 
marine qualifications and experience and specialised knowledge of 
search and rescue procedures. 

Communications are the very heart of all search and rescue 
coordination, and the Service is well equipped with a network giving 
worldwide coverage. 


CHILEAN SHIP REPORTING SYSTEM GENERAL INSTRUCTIONS: 


1. Introduction: 

The CHILREP is a ship reporting system established in accordance 

with the International Convention for the Safety of Life at Sea and 

the Convention on Maritime Search and Rescue. Its objectives are: 

(a) To limit the time between the loss of a vessel and the initiation 
of search and rescue action, in cases where no distress signal 
is sent out. 

(b) To limit the search area for a rescue action. 

(c) To provide up-to-date information on shipping resources 
available in the area, in the event of a search and rescue 
incident. 

The coverage of CHILREP and the Chilean maritime search and 

rescue area, as advised to the International Maritime Organisation 

(IMO), are identical. 


2. Main Features of CHILREP: 

On departure from a Chilean port or on entering the CHILREP area, 
a Sailing Plan (SP) is sent to the Communications Station which 
relays the information to the Service where a computerised plot is 
maintained for the vessel position. Position Reports (PR) are sent 
once a day between 1200 Z and 1600 Z, so that a report is received 
every 24 hours. Should a vessel at any time be in a position more 
than 2 hours steaming from the position that would be predicted from 
the last SP or PR, then a Deviation Report (DR) must be sent. Failure 
to do so will result in the search being concentrated in the wrong 
area in the event of a missed report, and the possibility that survivors 
from a striken ship may not be found. On arrival at the ship's 
destination or on departure from the CHILREP area, a Final Report 
(FR) is to be sent. CHILREP is a positive reporting system in that, 
should an expected report become overdue, actions which include 
worldwide communication checks, the alerting of ships in the vicinity 
and the launching of search aircraft, will be initiated. 

Dates and times contained in CHILREP reports are to be in 
Universal Coordinated Time which is indicatd by the suffix “Z”. 
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CHILREP FORMAL COMPONENTS: 

The following list shows all the CHILREP format components. The fy 
list of components do not have to be included when sending CHILRE> 
reports. Master should include those components shown in tty 
examples given for each report, others may be included at the Master; 
discretion or when relevant to the type of report being sent. 

The following format complies with IMO Resolution A.648(16) ¢ 
31st October 1989. 


A. Vessel's name and call sign. B. Date/Time of Position (UTC; 

C. Position (Latitude and Longitude). 

D. Geographical position (optional, to be used when sailing near the 
coast or inland waters). 

E; Course. 

Fe Speed (vessels's anticipated average speed until next report). 

G. Name of last port of call (when entering from overseas). 

H. Date/Time and point of entry into CHILREP system (point of entry 
is the latitude/longitude at which the vessel is entering the 
CHILREP area, or the Chilean port from which the vessel js 
departing). 

I. Next overseas destination and estimated date and time of arriva) 

J. Whether pilot is carried on vessel. 

K. Date/Time and point of exit from CHILREP system (point of ex: 
is the latitude/longitude at which the vessel is leaving the 
CHILREP area, or the Chilean port the vessel is to arrive). 

E Cueto) (vessel's intended track-state-Rhumb Line/Coastal/Grea 

ircle). 

M. Coast radio/maritime communications stations monitored (include 
INMARSAT and SELCALL number, if fitted). 

a a ime of next report (reports between 1200 Z and 1600 2) 

E raft. 

Ps Cargo (brief indication). 

Q.* Defects or other limitations. 

R.* Pollution (reports of any pollution seen). 

Ss. Weather conditions in area (optional). 

Ts Ship's Agents. 

U. Ship type and size. 

V. Medical personnel carried (Sailing Plan only). 

WwW. Number of persons on board. 

X.* Remarks. 


jarmful substances, Marine Pollution and Dangerous Goods refer 
Appendix A. 
TYPES OF REPORTS: 
1. Salling Plan Report (CHILREP SP): 
A Sailing Plan Report is sent to the communications stations within 
24 hours prior or up to 2 hours after entry into the CHILREP area 
or departure from a port within the CHILREP area. 
The SP contains information necessary to initiate a plot and give 
an outline of the intended paseoge. 
2. Example of SP on Entering CHILREP Area: 


Format Example 
CHILREP SP CHILREP SP 
A. Vessel's name and call A. MAIPO/ELDQ4 
sign. 
F. Speed . 14 
G. Name of last port of call G. AUCKLAND 
(when entering from 
overseas). 
H. Date/Time and point of H. 280930Z 3320S 12000W 
entry into CHILREP 
system. 
K. Date/Time and point of K. VALPARAISO 042000Z 


exit from CHILREP 
system (Chilean port of 
arrival). 
Route 
Coast radio/maritime 
communications stations 
monitored (INMARSAT 
and SELCALL number, if 
fitted). 
N. Date/Time of next report. N. 281400Z 
V. Medical personnel Vv. NO 
X. Remarks XxX. NIL 
Message Transmitted: CHILREP SP A MAIPO/ELDQ4 F 14 G 
AUCKLAND H 280930Z 3320S 12000W K VALPARAISO 0420002 
L GC M CBV CBT INMARSAT 1242731 N 281400Z V NO X NIL 
3. Example of SP Submitted on Departure from a Port within 
CHILREP Area to a Port Outside CHILREP Area: (May be 
submitted prior to sailing and up to 2 hours after departure). 


GC 
CBV, CBT, INMARSAT 
1242731 


Zt 
=F 


Format Example 
CHILREP SP CHILREP SP 

A. Vessel's name and call A. ACONCAGUA/CBAC 
sign. 

F. Speed Fesig 

H. Date/Time and departure H. 161300Z ANTOFAGASTA 


port for this voyage. 
Next overseas destination I. 
and ETA. 
K. Date/Time and point of K 
exit from CHILREP area. 
L. Route (vessel's intended Lo vRb 
track). 
M. Coast radio/maritime M. CBA, CBA2 
communications stations 
monitored. 


CALLAO 181500Z 


171430Z 1821S 07530W 


N. Date/Time of next report. N. 1715002 
V. Medical personnel Vv. NO 
X. Remarks xX. NIL 


Message Transmitted: CHILREP SP A ACONCAGUA/CBAC F 16 
H 161300Z ANTOFAGASTA | CALLAO 181500Z K 17143)Z 1821S 
07530W L RL M CBA, CBA2 N 171500Z V NO X NIL. 


4 Example of SP Submitted on Departure from and to a Port 
both within CHILREP Area: (May be submitted prior to sailing 
and up to 2 hours after departure). 


Format Example 
CHILREP SP CHILREP SP 
A. Vessel's name and call A. ANAKENA/CBAK 
sign. 
F. ee Feats 
H. Date/Time and point of H. 141200Z TALCAHUANO 
entry into CHILREP 
system (Chilean Port of 
Departure). 
J. Whether Pilot is carriedon J. YES 
vessel. 
K. Date/Time and point of K. PUNTA ARENAS 
exit from CHILREP 1713002 
System (Chilean Port of 
Arrival). 
Route (vessel's intended L. Coastal, inland waters 
track). 
M. Coast radio/maritime M. CBT, CBP, CBM 


communications stations 

monitored. 
N. Date/Time of next report. N. 151200Z 
Vv. Medical personnel Vv. YES 
X. Remarks xX. NIL 
Message Transmitted: CHILREP SP A ANAKENA/CBAK F 15 H 
141200Z TALCAHUANO J YES K PUNTA ARENAS 171300Z L 
COASTAL-INTERNAL WATERS M CBT, CBP, CBM N 151200Z 
V YES X NIL. 


5. Example of SP Submitted when transitting CHILREP Area from 
and to a Port not in CHILREP Area: 


Format Example 
CHILREP SP CHILREP SP 
A. Vessel'’s name and call A. MAIPO/ELDQ4 
sign. 
F. Speed Eo 
G. Name of last port of call. G. BUENOS AIRES 
H. Date/Time and point of H. 150230Z 5630S 06716W 
entry into CHILREP 
System. 
|. Next overseas destination |. AUCKLAND 301600Z 
and estimated time arrival. 
K. Date/Time and point of K. 212300Z 5500S 12000W 
exit from CHILREP 
System. 
L. Route i a to enter CHILREP then 
M. Coast radio/maritime M. CBM, CBV, ZLB 
stations monitored. 
N. Date/Time of next report. N 


: - 151600Z 
V. Medical personnel carried. V. NO 
Message Transmitted: CHILREP SP A MAIPO/ELDQ4 F 16 G 
BUENOS AIRES H 150230Z 5630S 06716W | AUCKLAND 
301600Z K 212300Z 5500S 12000W L RL TO ENTER CHILREP 
THEN GC M CBM, CBV, ZLB N 151600Z V NO. 


6. Position Report (CHILREP PR): 

Each day between 1200Z and 1600Z, a PR should be transmitted 
to the communications centres. The information contained in the 
PR will be used to update the plot. The PR must reflect the position, 
course and speed of the ship at the time of the report. If it is 
necessary to alter the nominated daily reporting time, the 
alterations should be shown in the PR sent before the change. 

7. Example of a PR: 


Format Example 
CHILREP PR CHILREP PR 
A. Vessel’s name and call A. MAKEDONIA STAR/ 
sign. CBMK 
B. Date/Time of position B. 141200Z 
(UTC). 
C. Position C. 4230S 07715W 
E. Course E. 180 
F. Speed F. 14 
X. Remarks (for example, xX. NIL 


change of reporting time 
or revised ETA). 
Message Transmitted: CHILREP PR A MAKEDONIA STAR/CBMK 
B 141200Z C 4230S 07715W E 180 F 14 X NIL. 
8. Deviation Report (CHILREP DR): 

Should a vessel, at any time be in a position more than 2 hours 
steaming from the position that would be predicted from the last 
SP or PR a Deviation Report must be sent. 

9. Example of a DR: 


Format Example 
CHILREP DR CHILREP DR 
A. Vessel’s name and call A. MAKEDONIA STAR/ 
sign. CBMK 
B. Date/Time of position B. 071700Z 
(UTC). 
C. Position C. 4730S 07710W 
F. Speed F. 8 
|. Destination and ETA 1. TALCAHUANO 092330Z 
X. Remarks (include reason X. Reduced speed due to 


for deviation, for example, heavy weather. 

reduction in speed due to 

weather, change of route 
Message Transmitted: CHILREP DR A MAKEDONIA STAR/CBMK 
B 071700Z C 4730S 07710W F 8 | TALCAHUANO 092330Z X 
REDUCED SPEED DUE TO HEAVY WEATHER. 


CHILE 


10. Final Report (CHILREP FR): 

The Final Report FR is the information to terminate participation 
in the system. Accordingly reports should be sent prior to or on 
arrival at port, or when a ship has departed from the service area 
of the system. 

When a FR is intended to be sent after departing from the service 
area, such a report should be sent as soon as practicable. 

11. Example of a FR on Arrival at a Port In CHILREP Area: 


Format Example 
CHILREP FR CHILREP FR 

A. Vessel's name and call A. ACONCAGUA/CBAC 
sign. 

K. Date/Time and port of K. 181315Z ARICA 
arrival. 

X. Remarks (must include X. FINAL REPORT 


the words final report). 
Message Transmitted: CHILREP FR A ACONCAGUA/CBAC K 
181315Z ARICA X FINAL REPORT. 
12. Example of FR, Vessel Departing CHILREP Area: 


Format Example 
CHILREP FR CHILREP FR 

A. Vessel's name and call A. QUEEN ELIZABETH 2/ 
sign. GBTT 

K. Date/Time and point of K. 110430Z 1821S 08745W 


exit from CHILREP area. 
X. Remarks (must include X. FINAL REPORT 
the words final report). 
Message Transmitted: CHILREP A QUEEN ELIZABETH 2/GBTT 
K 110430Z 1821S 08745W X FINAL REPORT. 
13. Method of Passing Reports: 
(a) In a Chilean Port: 

Reports may be transmitted either to the local coast radio 
station or to a main coastal station by any communications 
systems used. 

Alternatively they may be passed in a written note which is 
ye be sent to the Local Maritime Authority through the vessel's 

gent. 
(b) At Sea: 

Reports must be transmitted to any main coast stations in 
times and frequencies indicated in List of Coast Radio Stations 
(UIT LIST IV) or in other publications which contain these 
updated data. 


OVERDUE REPORTS: 

To avoid unnecessary search action, it is important that ships report 
at the nominated reporting time each day, and send their FINAL 
REPORT when leaving the CHILREP area. If a ship is unable to pass 
a position report due to unserviceable radio equipment or illness of the 
radio officer, all attempts must be made to pass a signal to this effect 
through another vessel, port or other shore authority, either by VHF or 
use of emergency transmitter. 


NOTES ON PROCEDURES: 
1. Date/Time Group: 
Dates and times contained in CHILREP reports are to be in 
Universal Coordinated Time (UTC) which is indicated by the suffix 
“zn 


Example: 17 October 1990, 1200 LMT, transmitted as 171600Z 
(+4). 
2. Latitude and Longitude: 
Latitude is a four digit group expressed in degrees and minutes, 
and suffixed with “N" for North or “S” for South. 
Longitude is a five digit group expressed in degrees and minutes, 
and suffixed with “E’ for East or “W”" for West. 
Example: 4230S for Lat. 42°30'S, and 07840W for Long. 
78° 40’ W. 
3. Intended Route: 
Indicate Great Circle (GC), Rhumb Line (RL) or coastal with way 
points being followed, expressed in latitude or longitude. Courses 
are not required if way points are mentioned. 


Anticipated average speed vessel will make until next report time. 
5. Course: 

True course anticipated until next reporting time using three digit 
group. When more than one course will be steered, enter “various”, 
the Service will interpret this as being the normal courses a vessel 
will follow on that particular passage. However, if the above 
assumption does not apply, clarification should be made. 

6. Radio Stations Monitored: 

List stations which the vessel normally works to contact 
managers, owners, charterers and agents, etc., in addition to 
Chilean maritime communications stations monitored. If the ship is 
fitted with INMARSAT, or SELCALL, the number should also be 
included. 

7. Severe Weather: 

Vessels which anticipate passing through areas of severe 
weather conditions or are experiencing severe weather, are urged 
to report their position at more frequent intervals to the Service. 

8. Geographical Position: 
When used, give well known names of landmarks. 

9. Weather Conditions in the Area: 

This is optional but desirable, when reported, the following items 
are recommended: 

Pressure (HP), four digits. E.g.: 1024. 

Wind direction and force in knots. E.g.: 220-18. 

Air and water temperature when available (°C). E.g.: 12-6. 

Dew point expressed in three digits (°C). E.g.: 135 (13.5). 
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APPENDIX A: Detailed Reporting Requirements: 


1. 


R. 


Dangerous Goods Reports (CHILREP DG): 
Primary reports should contain items A, B, C, M, Q, R, S, T, U 


of the standard reporting format; details for R should be as follows: 


Correct technical name or names of goods. 

UN number or numbers. 

IMO hazard class or classes. 

Names of manufacturers of goods when known, or consignee 
or consignor. 

Types of packages including identification marks or whether 
in portable tank or tank vehicle or packaged in vehicte, freight 
container or other transport unit. 

An estimate of the quantity and likely condition of the goods. 
Whether lost goods floated or sank. 

Whether loss is continuing. 

Cause of loss. 

If the condition of the ship is such that there is danger of further 
loss of packaged dangerous goods into the sea, items P and Q of 
the standard reporting format should be reported; details for P 
wie, be as follows: 

Correct technical name or names of goods. 

UN number or numbers. 

IMO hazard class or classes. 

Names of manufacturers of goods when known, or consignee 
or consignor. 

Types of packages including identification marks or whether 
in portable tank or tank vehicle or packaged in vehicle, freight 
container or other transport unit. 

An estimate of the quantity and likely condition of the goods. 
Particulars not immediately available should be inserted in a 
supplementary message or messages. 

Harmful Substances Reports (CHILREP HS): 

In the case of actual discharge primary harmful substances 
reports should contain items A, B, C, E, F, L, M, N, Q, R, S, T, U, 
X of the standard reporting format. In the case of probable 
discharge, items B should also be included. Details for P, Q, R, T 
and X should be as follows: 

1. Oil or the correct technical name of the noxious liquid 
substances on board. 


a7 50R> 
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2. UN number or numbers. 

3. Pollution category (A, B, C or D), for noxious liquid 
substances. 

4. Names of manufacturers of substances, if appropriate, where 
they are known, or consignee or consignor. 

5. Quantity. 

1. Condition of the ship as relevant. 

2. Ability to transfer cargo-ballast-fuel. 

1. Oil or the correct technical name of the noxious liquid 
discharged into the sea. 

2. UN number or numbers. 

3. Pollution category (A, B, C or D), for noxious liquid 
substances. 

4. Names of manufacturers of substances, if appropriate, where 
they are known, or consignee or consignor. 

5. An estimate of the quantity of the substances. 

6. Whether lost substances floated or sank. 

7. Whether loss is continuing. 

8. Cause of loss. 

9. Estimate of movement of the discharge or lost substances, 
giving current conditions if known. 

10. Estimate of the surface area of the spill if possible. 
1. Name, address, telex and telephone number of the ship's 


owner and representative (charterer, manager or operator of 
the ship or their agent). 
1. Actions being taken with regard to the discharge and the 
movement of the ship. 
2. Assistance or salvage efforts which have been requested or 
which have been provided by others. 
3. The Master of an assisting or salvaging ship should report the 
particulars of the action undertaken or planned. 
Particulars not immediately available should be inserted in a 
supplementary message or messages. 

The Master of any ship engaged in, or requested to engage in 
an operation to render assistance or undertake salvage should 
report, as far as practicable, items A, B, C, E, F, L, M, N, Q, R, S, 
T, U, X of the standard reporting format. 

Marine Pollutants Reports (CHILREP MP): 

In the case of actual discharges, primary marine pollutants 
reports should contain items A, B, C, M, Q, R, S, T, U, X of the 
standard reporting format. In the case of probable discharge, items 
P should also be included. Details of P, Q, R, T and X should be 
as follows: 

Correct technical name or names of goods. 

UN number or numbers. 

IMO hazard class or classes. 

Names of manufacturers of goods when known, or consignee 
or consignor. 

Types of packages including identification marks or whether 
in portable tank or tank vehicle or packaged in vehicle, freight 
container or other transport unit. 

An estimate of the quantity and likely condition of the goods. 
Condition of the ship as relevant. 

Ability to transfer cargo-ballast-fuel. 

Correct technical name or names of goods. 

UN number or numbers. 

IMO hazard class or classes. 

Names of manufacturers of goods when known, or consignee 
or consignor. 

Types of packages including identification marks or whether 
in portable tank or tank vehicle or packaged in vehicle, freight 
container or other transport unit. 


7 SonN> 


Q PYVAN=o 


An estimate of the quantity and likely condition of the goods 
Whether lost goods floated or sank. 
Whether loss is continuing. 
Cause of loss. 
Name, address, telex and telephone number of the ship; 
owner and representative (charterer, manager or operator o 
the ship or their agent). 
1. Action being taken with regard to the discharge and movemen 
of the ship. 
2. Assistance or salvage efforts which have been requested y 
which have been provided by others. 
3. The Master of an assisting or salvaging ship should report the 
particulars of the action undertaken or planned. 
Particulars not immediately available should be inserted in ; 
supplementary message or messages. 
The Master of any ship engaged in or requested to engage jp 
an operation to render assistance or undertake salvage shou 


ACQND 


report, as far as practicable, items A, B, C, M, P, Q, R, 


of the standard reporting format. 
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APPENDIX B: Coast Radio Stations Handling CHILREP Messages; 
|. Long and Medium Range Coast Radio Stations: 


Call Identification Watch/Calling Working Schedules 
ign Frequencies Frequencies (UTC) 
CBV VALPARAISO A1A (Morse) 
Playa Ancha 
Radio 500 kHz 438 kHz H24 
Common and 4349.0 kHz 0000-1200 
Channel 1 6337.0 2200-1400 
on each band 8522.0 H24 
12663.0 H24 
16914.5 1200-2400 
22473.0 1400-2200 
Selective J3E R/Teleph. 
Call (SELCALL) MF 
Number 1860 2182 kHz HF 2738.0 kHz H24 
Channel 421 Channel 419 H24 
Channel 821 Channel 809 1200-2400 
Channel 1221 Channel 1211 1200-2400 
Channel 1621 Channel 1631 1400-0200 
Channel 2221 Channel 2225 1400-0200 
G 3E R/Teleph. 
VHF 
Channel 16 Channel 10 H24 
Channel 25 H24 
Channel 26 H24 
F1A R/Telex 
HF 
4 MHz Series 9 0100-1200 
6 MHz Series 9 0100-1200 
8 MHz Series 9 H24 
12 MHz Series 9 H24 
16 MHz Series 9 1200-0100 
22 MHz Series 9 1200-0100 


For CHILREP Use Command POS+ 
CBA ANTOFAGASTAA 1A (Morse) 
MF 


Radio 
500 kHz 434 kHz H24 
J3E R/Teleph. 
MF 
pi 82 kHz 2738 kHz H24 
H 
Channel 421 Channel 401 H24 
G3E R/Teleph. 
VHF 
Channel 16 Channel 10 H24 
Channel 14 
Channel 26 
CBT TALCAHUANO Aji1A (Morse) 
Radio MF 
500 kHz 461 kHz H24 
J3E R/Teleph. 
MF 
He 82 kHz 2738 kHz H24 
H 
Channel 421 Channel 401 H24 
G3E R/Teleph. 
VHF 
Channel 16 Channel 10 H24 
Channel 14 
Channel 26 
CBP PUERTO A1iA (Morse) 
MONTT MF 
Radio 500 kHz 434 kHz H24 
J3E R/Teleph. 
MF 
2182 kHz 2738 kHz H24 
HF 
Channel 421 Channel 401 H24 
G3E R/Teleph. 
VHF 
Channel 16 Channel 10 H24 
Channel 14 
Channel 26 


call !dentification Watch/Calling Working Schedules 
Sign Frequencies Frequencies (UTC) 
cBv/3 HANGA ROA _ AIA (Morse) 464 kHz H24 
Radio 500 kHz 512 kHz 
(Easter Island) 3 R/Teleph. 
M 
2182 kHz 2738 kHz H24 
HF 
Channel 421 Channel 401 H24 
G3E R/Teleph. 
VHF 
Channel 16 Channels 10, H24 
12, 14, 26 
CBM MAGALLANES A\1A (Morse) 
Radio MF 
500 kHz 450 kHz H24 
Common and 
Channel 1 on 4322 kHz H24 
4and8MHz 8694 kHz 
band 
J3E R/Teleph. 
MF 
2182 kHz 2738 kHz H24 
HF 
Channel 421 Channel 401 H24 
G3E R/Teleph. 
VHF 
Channel 16 Channel 10 
Channel 14 H24 
Channel 26 
|. Short Range Coast Radio Stations: 
Call Identification Watch/Calling Working Schedules 
Sign Frequencies Frequencies (UTC) 
CBF JUAN A1A (Morse) 
FERNANDEZ MF 
Radio 500 kHz 472 kHz 1200-1600 
2200-0200 
J3E R/Teleph. 
MF 
2182 kHz 2738 kHz 1200-1600 
2200-0200 
G3E R/Teleph. 
VHF 
Channel 16 Channel 14 1200-1600 
2200-0200 
CBS SAN PEDRO _ A1A (Morse) 
Radio MF 
500 kHz 458 kHz H24 
J3E R/Teleph. 
MF 
2182 kHz 2738 kHz H24 
GS3E R/Teleph. 
VHF 
Channel 16 Channel 14 H24 
CBX BAHIA FELIX  A1A (Morse) 
Radio MF 
500 kHz 434 kHz H24 
J3E R/Teleph. 
MF 
2182 kHz 2738 kHz H24 
G3E R/Teleph. 
VHF 
Channel 16 Channel 14 H24 
CBN CABO DE A1A (Morse) 
HORNOS MF 
(Wollaston Is.) 500 kHz 472 kHz H24 
Radio J3E R/Teleph. 
MF 
2182 kHz 2738 kHz H24 
G3E R/Teleph. 
VHF 
Channel 16 Channel 14 H24 
APPENDIX C: Check List for CHILREP Reports: 
CHILEAN REPORTS CHECK LIST 
SP PR FR DR 
A *  *  * * Name/Call Sign. 
B : * Date/time of position. 
Cc . * Lat./Long. of position. 
E * + Course 
a + Speed 
G %% Last port of call, only when entering from 
overseas. 
Hones Date/time and point of entry (Lat./Long.) into 
CHILREP area or Chilean port of departure. 
| %% + Next overseas destination and ETA. 
J % Whether pilot is carried on vessel. 
Sas wi + Date/time and point of exit, either the next 
Chilean port OR Lat./Long. when leaving the 
CHILREP area. 
oe be + Route 
Mis + Radio Stations monitored/INMARSAT and 
SELCALL number (if fitted). 
Nie + Nominated daily reporting time. 
ihe Medical personnel carried. 
Xx * + Remarks 


Mandatory. 

This information is only required when entering or departing the 
CHILREP area. 

Include these only if affected by the deviation. 

fo Notification of pilot is required when route considers inland waters 
navigation. 


CHILE 


ANTOFAGASTA (including La Chimba Cove): 
23.39 S. 70.25 W. (See Plan) 


DOCUMENTS: Customs: 
General Ship's Manifest. 
Cargo Manifest for the port. 
Crew and Passenger List. 
Personal Effects List. 
Stores List. 

General Declaration. 

Maritime Authority: 

Ship's Clearance from Last Port. 
Crew List. 

Passenger List. 

Weapons Declaration. 
Dangerous Cargo Declaration. 

National Health Service: 
Health Declaration. 

Derat Certificate. 

Agriculture Department: 
Stores List. 

General Declaration. 

Interpol: 

Crew List. 
Passenger List. 


APPROACHES: Traffic Separation Scheme: A separation scheme 
exists at the entrance to the port, one mile wide, covering following 
geographical points: 

(a) Lat. 23° 37’ 52” S., Long. 70° 25’ 31” W. 

(b) Lat. 23° 37’ 52” S., Long. 70° 28’ 50” W. 

There is one-way traffic for ships sailing West, located between the 
mentioned separation scheme and a line between the following 
geographical points. 

(a) Lat. 23° 36’ 23” S., Long. 70° 25’ 31” W. 

(b) Lat. 23° 35’ 30” S., Long. 70° 26’ 58” W. 

There is one-way traffic for ships sailing East, located between the 
mentioned separation scheme and a line between the following 
geographical points: 

(a) Lat. 23° 39’ 22” S., Long. 70° 25’ 32” W. 

(b) Lat. 23° 40’ 22” S., Long. 70° 26’ 30” W. 

Principal traffic course is 090° — 270°. 


PILOTAGE: Compulsory. Vessels calling at Antofagasta and willing to 
berth on arrival must proceed to the pilotage boarding station. Vessels 
that are to wait because of congestion or any other reason, are to anchor 
in the anchorage zone. Pilot will travel to and from the vessel in a launch 
specially assigned for this purpose. The launch is also used for mooring, 
and has VHF radio. 

In order to have the vessel authorisation for manoeuvring, the ship 
must have: 

(a) Two bower anchors with not less than 7 shackles of chain on 

each. 

(b) Four mooring lines and two springs. 

For vessels and port safety, in all berthing and/or unberthing, the 
assistance of one tug is compulsory. Vessels of less than 75 m. LOA 
do not need to comply with the above mentioned rule. 

Two tugs wil be required for ships over 220 m. LOA. 

Two tugs will also be required under the following special situations: 
(a) Pier No. 4: Berthing of ships starboard side to, when other ships 
are docked at Piers No. 3 and No. 5. 

(b) Pier No. 5: Unberthing of vessels docked starboard side to with 
no anchor in water. 

Because of other ships in port, weather conditions or any other special 
situation, it is up to the Pilot to request a second tug. 

All ships manoeuvring must request permission 4 hours in advance. 

24 hours before arrival, vessels must inform the Maritime Authority 
their ETA, name, call sign, nationality, draft, last port of call and if there 
is any sickness on board. 

Pilot Boarding Station: 

The boarding area is within the following geographical points: 

(1) Lat. 23° 37’ 37” S., Long. 70° 24’ 37” W. 

(2) Lat. 23° 37’ 37” S., Long. 70° 24’ 18” W. 

(3) Lat. 23° 38’ 07” S., Long. 70° 24’ 18” W. 

(4) Lat. 23° 38’ 07” S., Long. 70° 24’ 37” W. 


ANCHORAGE: Located outside the harbour between Paita Rocks and 
Cobre Norte Cove, with a depth from 25 m. to 40 m., with a good sand 
and mud seabed. 

RESTRICTIONS: From May to July the surge is stronger and results in 
rough seas lasting from 2 to 4 days interrupting the traffic of small craft. 
MAX. SIZE: See “Berthing” and “Tankers”. 

RADIO: Antofagasta Radio Station, call sign CBA-3, attends 24 hours 
on following frequencies: 


Service Emission Maritime Zone 
500 kHz A1A A2A Al A2 
518 kHz FiB 

2182 kHz H3E J3E 

8461 kHz A1A 

C- 421 J3E 

C-16 G3E 

C-—26 G3E 


Emission of urgent messages for ships (NURNAV) and meteorological 
information are provided on following frequencies and hours. 


Service Emission Times 
476 kHz A1A 1405 & 0205 

2738 kHz J3E 1415 & 0215 

C-14 G3E 1430 & 0230 

Security frequencies are attended as follows: 

2182 kHz Night Service 2200 & 1200 

C — 421 Day Service 1200 & 2200 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englang 


Navtex international emission: 
Covering “A” Zone: 
Time table (UTC) 0000 — 0010 0400 — 0410 0800 — 0810 
1200 — 1210 1600 — 1610 2000 — 2010 

Traffic list emission on 476 kHz and C — 401, will be H+50 of every 
even hour. 

HF telephonic frequency in bands of maritime mobile service will be 
attended via Playa Ancha “CBV" Radio. 
VHF: Harbour Master and Pilot on Channel 16 throughout 24 hours. 
TUGS: 3 tugs available, 970 h.p., 1,440 h.p. and 4,100 h.p. 

Also see “Pilotage”’. 

Tankers: Vessels in excess of 75 m. LOA mooring at the buoys will 
require the assistance of one tug. 


BERTHING: 
Pier Length Max. Draft 
(m.) (m.) 
Fishing zone 135 7.32 
Pier 1 210 9.14 
Pier 2 180 9.14 
Pier 3 230 9.14 
Wharf zone 130 4.87 
Pier 4 142 8.71 
Pier 5 175 8.99 
Pier 6 130 9.45 
Pier 7 220 i fi ieee 


CRANES: Pier No. 1, 2 and 3: 6x12 tons and 4x5 tons. 

Pier No. 4 and 5: 4x7 tons. 

Pier No. 6 and 7: Under repair. 

STEVEDORES: Available through the Agents working 24 hours a day 
in 3. shifts, from 0800-1530 hrs., 1530-2300hrs. and from 
2300-0630 hrs. 

MEDICAL: A first class hospital is available with 690 beds and all 
necessary elements and services. Two modern medical centres also 
available. 

TANKERS: There are 3 tanker terminals in the North part of Antofagasta 
Bay. 

Esso Terminal: 

Owner: Esso Standard Oil Co., Chile. 

Max. Length: 235 m. 

Max. Draft: 60 ft. 

Products Handled: Petroleum and clean products. 

Mooring Facilities: The terminal has 3 buoys, painted white, buoys 
are named “North Buoy”, “South Buoy” and “Manoeuvring Buoy”. 

General: For positioning of anchors there are leading marks on the 
shore. They are 2 metal circles, painted orange with black crosses in 
the centre. 

Vessels must have at least 2 mooring lines of 220 m. each for sending 
to each buoy. 

All buoys have slip hooks. 

When mooring, the vessel will be berthed on a heading of 235°. 
Vessels are to use both anchors, with 8 shackles on the starboard anchor 
and 6 shackles on the port anchor. 

Vessels cannot moor when the swell covers the tops of the rocks or 
if the wind is Force 4 or over. 

The assistance of a tug is required for mooring. 

Mooring is only carried out during daylight hours. Unmooring is 
possible at night, weather permitting. 

Hoses: 3X12 in. flexible hoses are used for unloading. 

Codelco Terminal: 

Owner: Codelco Chile Div. Chuquicamata. 

Max. Length: 235 m. Max. Draft: 60 ft. 

Products handled: Petroleum and clean products. 

Mooring facilities: The terminal has 3 buoys painted yellow. Mooring 
operation is similar to the “Esso Terminal” above. 

Hoses: Diesel and petroleum products are discharged through flexible 
hoses. Length of hoses 670 m. 

Shell Terminal: 

Owner: Shell Chile Ltda. 

Max. Length: 235 m. 

Max. Draft: 40 ft. 

Products handled: Clean products and lubricating oils. 

General: The mooring facilities consist of 3 buoys, painted yellow. 

On the shore there are 3 metallic circles painted orange to assist with 
lining up of vessel. 

For mooring, vessels must have at least 2 mooring lines of 220 m. for 
each buoy. All buoys have slip hooks. 

Mooring in daylight only. Unmooring possible during night time, 
weather permitting. 

When vessel is in the moored position the heading is 235° True. Both 
anchors used for mooring, 8 shackles used on starboard anchor and 
6 shackles used on port anchor. 

Hoses: Clean products are discharged through 12 in. flexible hoses. 
Cinimba Cove: 

Emalco Gas Terminal: 

Owner: Empresa Nacional de Petroleo. 

Operator: Emalco. 

Max. Length: 110 m. 

Max. Draft: 27 ft. 

Product Handled: LNG. 

General: Vessels moor using 2 anchor, 2 buoys and 1 bollard on the 
shore on Guaman Island. 

There are two orange circles on the shore which are the leading lines 
for dropping the anchors. 

Vessels moor with 2 mooring lines, length 220 m. each, to each buoy 
and 2 mooring lines from the port side to the bollard on Guaman Island. 

When moored, the vessel is on a heading of 330°. 

Vessels can only moor during daylight. 

Both anchors required for mooring, each with 6 shackles out. 

Hoses: Gas is discharged by 8 in. diameter flexible hoses. 
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FRESH WATER: Fresh water available at all berths at approximate rajg 
of 25 t.p.h. Vessels at anchor and vessels at buoys can obtain smaj 
quantities of fresh water from tugs. 
FUEL: Fuel oil and diesel oil, in small quantities, can be supplied at a 
berths by tank trucks. Large orders can be tendered through the oj 
terminal, rate of delivery for fuel oil 80 t.p.h. and for diesel oi! 300 t.ph 
CONSULS: Argentina, Belgium, Bolivia, Denmark, France, Germany 
Greece, Italy, Jordan, Netherlands, Peru and Yugoslavia. 
REPAIRS: There are 3 workshops for minor repairs: 

Castro: Tel. 262215. 

Ljubetic: Tel. 251547. Fax: 251443. 

Corssen: Tel. 231880. 
DRY DOCKS: None available. 
SURVEYORS: Lloyd’s Register, Societe Generale Sourveyanc 
(S.G.S.), International Inspection Service (1.1.S.) and Centro de Estudios 
Medicion y Certificacion de Calidad (CESMEC). 
GANGWAY/DECK WATCHMEN: Supplied by Agent. 
OPENING/CLOSING HATCHES: By ship's crew. 
CERTIFICATES: 

Safety Construction Certificate. 

Safety Equipment Certificate. 

Safety Radio Certificate. 

Load Line Certificate. 

Oil Record Book. 

Light Dues. 

Tonnage Register Certificate. 

Oil Pollution Certificate. 
CUSTOMS ALLOWANCES: Each crew member is allowed 
400 cigarettes per week and 2.5 litres of wine or spirits per week. 
REPATRIATION: Facilities available. 
AIRPORT: The Cerro Moreno Airport, located 28km. North of 
Antofagasta is available for all types of commercial aircraft. There is 
also another landing field in La Chimba, 11 km. North of the city. 
TIME: GMT minus 4 hours. Clocks are advanced one hour on the second 
Saturday in October until the second Saturday in March. 
HOLIDAYS: New Year's Day (January 1st), Holy week (April 1st and 
2nd), Labour Day (May 1st), Iquique’s Fleet Action (May 21st), Corpus 
Christi Day (September 11th), Saint Peter and Paul (June 29th), 
Ascension del Senor (August 15th), Freedom Day (September 11th), 
National Day (September 18th and 19th), Discovery of America 
(October 12th), All Saints Day (November 1st), Immaculate Concepcion 
(December 8th), Christmas Day (December 25th). 
POLICE/AMBULANCE/FIRE: Police: Tel. 133. 
Tel. 222370. Fire Brigade: Tel. 221212. 
EMERGENCY CO-ORDINATION CENTRE: Search and Rescue 
Service: Antofagasta Maritime Authority. Tel. 222294, 221908, 223587 
SERVICES: Compass adjusting, radar repair, radio repairs, gyro 
compass repairs and all other types of electronic repairs possible. 
BANKS: Several banks, among them: 

Banco Central de Chile, 2688 San Martin St., Tel: 221594. 

Banco de Credito E Inversiones, 2683 Washington St., Tel: 225054. 

Banco del Estado de Chile, 2578 San Martin St., Tel: 221617. 

Banco Espanol Chile, 2600 San Martin St., Tel: 222537. 
STORING: Trucks and railway carriages can proceed alongside. 

Fork lift trucks and other storing machines can be used to handle 
stores. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: All crew are supplied with a shore pass. 
These passes are collected prior to sailing. 
REGULATIONS: inflammable explosives over 100 tons must be 
discharged in Mejillones. An Antofagasta Pilot goes to Mejillones by 
land, in order to take ships to be anchored. 
GENERAL: Antofagasta is a transit port for Bolivia, Argentina and 
a Cargo. It is one of the ports operated by Empresa Portuaria 
de Chile. 
GARBAGE DISPOSAL: The port has available 12 handling buckets 
with capacity of 3 tons each. 
WASTE OIL DISPOSAL: Not available. 
SEAMAN’S CLUBS: Seaman's Club “Hermandad de la Costa’, 
Balmaceda 2709, Antofagasta. Tel: 223864. 
CURRENCY: Foreign currency can only be changed at Banks (Bank 
Osborno, Internacional, O'Higgins, Chile, Sudamericano, Credito ¢ 
Inversiones, etc.). 
AUTHORITY: Empresa Portuaria de Chile, Av. Grecia SIN, 
P.O. Box 190, Antofagasta, Chile. Tel: 251800. Telex: 225232 
FAX: 223171. Contact: Domingo Ormazabal Gonzalez, Port Manager. 


Ambulance: 


ARICA: 18.28 S. 70.20 W. 


PORT LIMITS: Seaward limits are: 

Lat. 18° 28.6’ S., Long. 70° 19.9’ W. 

Lat. 18° 27.2’ S., Long. 70° 20.5’ W. 

Lat. 18° 26.7’ S., Long. 70° 19.6’ W. 

Lat. 18° 28.1’ S., Long. 70° 18.9’ W. 

DOCUMENTS: 
Port Captain: ; 

1 copy General Declaration. 

1 copy Last Port Clearance. 

1 copy Passenger List for the port, and in-transit, (even if nil). 

1 copy Crew List. ; ‘ 

1 copy Dangerous Cargo List for the port, and/or in-transit. 

Customs: ’ 
2 copies General Declaration. 
6 copies Cargo Manifest for the port. 
10 copies Cargo Manifest in-transit to Bolivia. 
10 copies Cargo Manifest in-transit to Tacna, Peru. 

2 copies Crew List. 

2 copies Crew Effects List. 

2 copies General Stores List. 

2 copies Bazaar List. 

2 copies Mail List. 

2 copies Passenger List for the port, or in-transit. 

1 copy General Chilean Cargo Manifest, which is stamped by Customs 

and returned on board. 
Immigration: 

1 copy General Declaration. 

2 copies Passenger List for the port and/or in-transit. 

1 copy Crew List. 

Health Department: 

1 copy Sanitary Declaration. 

1 copy General Declaration. 

1 copy Passenger List for the port and/or in-transit. 

1 copy Crew List. 

Agriculture Department: 

1 copy General Declaration. 

1 copy Cargo Manifest for the port. 

1 copy Cargo Manifest in-transit to Peru and Bolivia. 

1 copy General Stores List. 

Agency: 
10 copies Cargo Manifest for the port. 
10 copies Cargo Manifest in-transit to Peru and Bolivia. 

1 set of Bills of Lading for the cargo to Arica, Peru and Bolivia. 

1 copy General Declaration. 

3 copies Passenger List for the port, or in-transit. 

3 copies Crew List. 

1 copy Dangerous Cargo List for the port and/or in-transit. 

1 copy General Stores List. 

1 copy Bazaar List. 

1 copy Mail List. 

If the ship does not take cargo, passengers or mail for the port or in- 
transit to Peru and/or Bolivia, the Master must in all cases present the 
same “negative” documents. 

PILOTAGE: Pilotage is compulsory for all vessels, except vessels of 
Chilean flag under 1,000 Gross Register Tons. 

Ships approaching port should fly international signal flag “G”" to 
request Pilot. Pilot boat is a small craft, painted red or white, with “H” 
flag on the mast. 

Pilot boards incoming vessels within the following area: 

(1) Lat. 18° 27.2’ S., Long. 70° 20.5’ W. 

(2) Lat. 18° 26.7’ S., Long. 70° 19.5’ W. 

(3) Lat. 18° 27.1’ S., Long. 70° 19.3’ W. 

(4) Lat. 18° 27.7’ S., Long. 70° 20.3’ W. 

Pilot Station maintains VHF watch on Channel 16. Telex No. 221084. 
ANCHORAGE: Safe anchorage for vessels arriving after sunset can be 
found in a line bearing 194° Faro Isle Alecran distance 7 cables in depths 
varying from 9 to 10 fathoms. 

RESTRICTIONS: Ships docked and undocked at any time, weather 
ert if application presented in advance to Port Captain. 

MAX. SIZE: In the Port Area the maximum permissible draft is 34 ft. 
and max. length 700 ft. 

Bolivian Export Buoy: Vessels up to 60,000 d.w.t. Max. draft 43 ft. 

San Martin Cove Buoy: Vessels up to 54,000 d.w.t. Max. draft 45 ft. 
HEALTH: in case of fever or suspected diseases on board, Master must 
send a telex or radio message to Port Captain advising the situation. 
Upon arrival, vessels will be anchored and inspected by Health 
Department according to international procedures and will be declared 
. Snnlaning if necessary. If arriving from another Chilean port, pratique 
'S automatic. 


RADIO: Use “Maritgob Arica”, telex No. 221084. Coastal Radio Station 

CBA2, permanent listening watch on VHF Channel 16 and 2182 kHz 

ire kHz (HF) listening watch in daytime between 0800 hrs. and 
rs. 


VHF: Call “Arica Radio”. Listening watch on Channel 16. Vessels 
approaching the port must advise Arica Pilot Station of the ETA. Arica 
Radio has radio telephone service on Channel 26 (duplex). Request this 
Service by Channel 16. 

When manoeuvring within the port area, the Pilot will advise which 
channel to use. 


RADAR: No Port Radio Service. 
TUGS: 1550 h.p. and 1x850 h.p. Tugs normally join vessels at the 
€nd of the breakwater. 
Tugs are compulsory for berthing/unberthing in the following 
Cases: One tug for vessels over 90 m. length. 
Two tugs for vessels over 140 m. length. 
lot compulsory for vessels of 90 m. length or less. 


(See Plan) 
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BERTHING: 
Max. Permissible 
Berth Length Draft at LW 

No. (m.) re 
2 18. 

3 | si4 28.0 
4 32.0 
5 514 34.0 
6 34.0 


Loading and discharging normally by ship's gear. 
CRANES: Berths No. 4, 5 and 6: 2x3 tons and 2x5 tons. 
BULK CARGO FACILITIES: Four conveyor belts and loaders for bulk 
ores, grain, coal, etc., at approximate rate of 100 t.p.h. per conveyor. 
SPECIALISED CARGO-HANDLING FACILITIES: Containers are 
handled with conventional gear, the port has a container yard of 
115,936 sq.m., served by railroad and a bridge crane capable of lifting 
40 tons. Service for containers includes 10 ton fork-lift trucks, mobile 
cranes with 12 tons’ capacity, and specially designed wagons for their 
proper transportation. 
BRIDGES: None. 
STEVEDORES: The stevedores are nominated the day before ship 
arrives, according to ETA, by the Agent. Also nomination can be made 
during the day. Working in the port is in three shifts: 
0800 hrs. — 1530 hrs., 1530 hrs. — 2300 hrs. and 2300 hrs. — 0630 hrs. 
MEDICAL: Medical assistance can be obtained at any time without 
advance notice. 
TANKERS: Bolivian Export Buoy: Belongs to Yacimientos Petroliferos 
Fiscales Bolivianos; position 039° True, 6 cables from breakwater light. 
Can handle vessels up to 60,000 d.w.t., 43 ft. maximum draft; 12 in. hose 
connection. Loading rate 9,000 bblis./hr. No deballasting facilities. 
Mooring in daylight. Vessels moor to 3 stern buoys. 
San Martin Cove Buoy: Used for discharge of Bunker C and clean 
products for the city services. 45 ft. maximum draft, 54,000 d.w.t., 8 in. 
hose connection, vessels moor to 3 stern buoys. No wires may be used. 
DENSITY: 1025. 
FRESH WATER: Fresh water is available. Hoses to be provided by 
vessels. Rate of delivery about 10 t.p.h. 
FUEL: Diesel oil available by tank truck, advanced notice to Agent 
required. 
FIRE PRECAUTIONS: No special fire precautions at the tanker terminal, 
only those that are internationally required. 
CONSULS: The following countries are represented in Arica: 


Argentina Costa Rica Germany Peru 
Belgium Denmark Italy Spain 
Bolivia El Salvador Norway United Kingdom 


REPAIRS: Only small repairs can be performed in Arica, mechanical 
and electrical. 
immobilisation of Engines: Only granted if vessel has tug standing-by 
at U.S.$ 1,035.00/hour. 
DRY DOCK: There are two dry docks intended for fishing boats, 
maximum capacity 800 tons and 45 m. length. 
GANGWAY/DECK WATCHMEN: Port regulations call for a gangway 
watchman. 
OPENING/CLOSING HATCHES: This service will be attended by the 
stevedores. Nomination is by number of hatches working. 
CERTIFICATES: 

Tonnage Certificate. 

Lighthouse Dues (Chilean). 

Safety Radio Certificate. 
CUSTOMS ALLOWANCES: Two and a half cartons of cigarettes per 
man, two and a half bottles of wine/spirits per man. 
REPATRIATION: Crew changes can be arranged through the local 
office of Immigration, if repatriated. 
AIRPORT: Distance to airport 7 miles. One flight to Miami weekly, two 
flights to Bolivia weekly. Domestic flights are available at the rate of two 
per day, to Iquique, Antofagasta, Santiago; from Santiago to other cities 
in the South of Chile. 
TIME: GMT minus 4 hours. Clocks advanced one hour from September 
to March. 
HOLIDAYS: January 1st; First Friday and Saturday of April; May 1st 
and 21st.; June 2nd and 29th; August 15th; September 11th, 18th and 
19th; October 12th; November 1st; December 8th and 25th. Cargo can 
be arranged at all holidays, except December 24th, from 1800 hrs. to 
December 25th, 1530 hrs. and December 31st from 1800 hrs. to 
January 1st, 1530 hrs. 
POLICE/AMBULANCE/FIRE: Telephone 32315, 32242 and 32323 
respectively. 
EMERGENCY CO-ORDINATION CENTRE: Call Arica Radio: See 
“Radio” and “VHF”. 
TELEPHONES: Not available on board. 
tt aa Supply of Chilean charts and nautical publications. 


Name Address Tel. Telex 
Centrobanco 21 de Mayo 172 31021 221027 
Banco de Chile 21 de Mayo 330 31746 221030 
Banco de Santiago 21 de Mayo 212 31979 221117 
Banco del Trabajo 21 de Mayo 345 32497 221034 
Banco Espanol Chile 21 de Mayo 298 51648 221109 
Banco Sudamericano 21 de Mayo 187 32685 221056 
Banco Central de Chile Colon 336 32116 221005 
Banco de Credito e 

Inversiones Bolognesi 221 32086 221004 


SHIP SUPPLY SERVICE: All supplies can be obtained through Agent. 
SHORE LEAVE: Permitted. 

IDENTIFICATION CARDS: Needed to leave and/or enter port area. 
DELAYS: No delays under normal conditions. Port congestion causes 
ships to wait at anchorage 24 hours or more, depending on unusual 
factors such as heavy swell, or lack of room to bring vessels alongside 
when 5 ships are docked. 
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DEVELOPMENTS: Project to build a new mole in the Northern part of 
the port, with berthage for two ships of approximately 540 ft. 


SHIPMASTER’S REPORT: April 1980. 
Documents: 

6 General Declarations. 

6 Lists of Passengers for the Port. 

6 Passengers Lists (even if nil). 

6 Mail Lists (or no mail). 

12 Crew Lists. 

2 Crew Effects Lists. 

6 Bond and Canteen Store Lists. 

6 General Stores Lists. 

Clearance from the Last Port and Health Declaration. 

Pilotage: Compulsory. Pilot boards 0.5 miles N.W. of breakwater. 

When within 200 miles of the coast of Chile, vessel to send cable to 
“Maritgob” at 0800 hrs. and 2000 hrs. daily. Cable to include position, 
speed, course and destination. The same cable is sent to the Port 
Captain at the port of destination, who also requires 24 hours’ notice of 
arrival and draft. He then arranges for Authorities to board. 
Anchorage: Vessels anchor 0.5 miles N.W. of breakwater. Depth 58 ft. 
at LW. 

Max. Size: LOA 600 ft. Draft 32 ft. 

Radio: Antofagasta (CBA4) and Valparaiso (CBV). 

VHF: Pilot on Channel 16. 

Tugs: One tug of 500 h.p. available. Tug use is not compulsory but 
advisable. 

Berthing: Vessel berthed at Berth No. 4. Max. LOA: Over 600 ft. if 
adjacent berths vacant. Max. draft: 34 ft. (This allows for heavy swell 
during Winter time). 

Cargo Handling Facilities: Two portable conveyors available for 
handling bulk cargoes. Rate 200 t.p.h. (approx.) There are no Ro/Ro 
facilities. There is ample mechanised equipment for handling palletised 
earpons. Plenty of open quay space available for storage. 

There are mobile cranes available and a bridge crane for loading rail 
cars, capacity 30 tons, however vessels must discharge with ship's gear. 
Medical: Doctor and hospital available. 

Fresh Water: Available. Rate 10 t.p.h. 

Fuel: Bunker fuel oil and diesel oil not available. 

Repairs: Minor repairs possible. 

Airport: Airport for internal flights only available. 

padi a Fresh provisions, laundry service, groceries and meats 
available. 


AUTHORITY: Empresa Portuaria de Chile, P.O. Box 923, Arica. 
Tel: 32284. Telex: 221012. Contact: Domingo Ormazabal Gonzalez, 
Port Administrator. 


CALDERA: 27.03 S. 70.53 W. (See Plan) 


PORT LIMITS: A line joining Punta Caldera with Punta Francisco. 

DOCUMENTS: 

Quarantine: Completed Declaration of Health (Q.S.1.). 

Valid Derating Certificate. 

International Vaccination Certificates. 

Crew Declaration (Y.14). 

Ship's Stores (E.1), 3 copies. 

Inward Report (A.6). 

Complete copy of each Manifest for goods to be 
discharged in Caldera/Calderilla. 

Clearance from Last Port. 

Crew List, 3 copies. 

Copy of Manifest, Transit Cargo. 

Crew List, 2 copies. 

Passenger Manifest for passengers not 
disembarking. 

Immigration Control Cards for each person. 

PILOTAGE: Compulsory. The owner, Master or Agent of a vessel must 

report via any coast station, by R/T or W/T, the vessel's ETA, 24 hours 

and 12 hours in advance of ETA. ETAs must be confirmed or corrected 

not less than 3 hours prior to arrival. Time in ETA message must be 

GMT. The following information must be included in the message: 

(1) Name and call sign of vessel. 

(2) Nationality. 

(3) Length, draft and G.R.T. 

Pilot Boarding Station: All vessels must wait for the Pilot in position 

Lat. 27° 03’ 00” S., Long. 70° 50’ 13” W. between Point Fuerte and 

Pointe Caleta. 

Caldera Radio on standby on VHF Channel 16. Tel: 315276. 
Fax: 315276 Caldera. 

ANCHORAGE: Vessels anchor with the Iron Ore Quay bearing 220°, 
5 shackles in the water is sufficient. 

MAX. SIZE: Vessels up to 44 ft. draft with a max. length of 240 m. can 
moor at the Ore Quay. 

HEALTH: Pratique given after official visit, and automatic for vessels 
from another Chilean port. In case of contagious disease on board, 
advance notice is required and vessel may need to be cleared first at 
Valparaiso. 

RADIO: Radio Costera Valparaiso —- CBV 20; working during even hours 
only between 0800—1200 hrs. and 1400-2200 hrs. 

Radio Costera Caldera — CBA 5, receiving on 2182 kHz 1800 hrs. — 
0800 hrs.; 421 kHz O800 hrs. — 1800hrs. and VHF Channel 16 
throughout 24 hours. 

TUGS: 1 x 1,860 h.p. 
STEVEDORES: In ETA to Agent indicate number of gangs required for 
loading/discharging. Also see “General” before first port. 
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Customs: 


Port Captain: 


Immigration: 


BERTHING: Dicaser Pier (Ex-Fiscal Mole): Small vessels wit 
max. LOA 110 m. and max. draft 3.5 m. berth alongside. 

Vessels of any length, and draft of less than 8.0 m. can berth with 
stern to the mole, using 4 lines to bollards at a distance of 80 m. 

Vessels with a draft of 10.0 m. will moor 120 m. off the mole. 

In both cases, 6 or 7 shackles of cable is required on the starboar 
anchor. Vessel's head will be 360° when moored. 

This position is recommended for loading general cargo transferre 
from the pier by lighters to the ship. 

Jorquera Pier: Built in 1991 at Pta. Caleta, as a fruit terminal and fy 
general cargo. Vessels of any length and draft less than 11.9 m. cap 
berth alongside. 

BULK HANDLING FACILITIES: /ron Ore Berth: (Out of order since 
April 1981). 

Max. length 240 m. Max. draft 44 ft. The loading arm is fixed, hence 

vessels must shift to position each hatch under the tower. All cranes o 
derricks must be swung out to starboard prior to mooring. Vessels berth 
port side to, using 7 mooring buoys for head and stern ropes, and 
2 dolphins for springs. Loading rate 1,200 t.p.h. 
MEDICAL: First-aid only at Caldera. If needed, advance notice 
necessary to prepare transport to Copiapo, nearest city 75 km. away 
ar ge carried out at ports of Arica, Valparaiso, or Punta Arenas. 
TANKERS: COPEC Terminal: Tankers moor to 2 stern buoys, using 
both anchors. Water depth 39 ft. Max. length 200 m. Hose connection 
12 in. Day time and night time berthing. 

Leading lights are installed to assist with dropping of anchors. 

DENSITY: 1025.3. 

FRESH WATER: Available from tug. 

FUEL: Not available. 

CONSULS: None at Caldera. 

GANGWAY/DECK WATCHMEN: Arranged by Agent. 
OPENING/CLOSING HATCHES: Done by riggers. 

CUSTOMS ALLOWANCES: Only amount needed while vessel in port 
REPATRIATION: Can be arranged provided that a Police Agent 
accompanies crew member to Santiago Airport. 

AIRPORT: At Copiapo, 75 km. away, a daily flight to Santiago where 
international connections available. 

TIME: Local time is GMT minus 4 hours during the Winter season and 
GMT minus 3 hours during the Summer season. See “General” before 
the first port for dates of local time changes. 

HOLIDAYS: See “General” before first port. 

TELEPHONES: No connection to vessels. 

SHORE LEAVE: Allowed. 

AUTHORITY: Captain of the Port, Gana 087, Caldera, Chile. 
Tel: 315276, 315551. FAX: 315276 Caldera. 


CALDERILLA: 27.05 S. 70.52 W. (See Plan) 


Vessels bound for Calderilla must first call at Caldera for pilot and official 
clearance. 
DOCUMENTS: See “Caldera”. 
PILOTAGE: See “Caldera”. 
ANCHORAGE: Vessels less than 150 m. in length can await a berth 
2 cables N.N.E. of the Mechanical Pier in 45 ft. of well sheltered water. 
Larger vessels must anchor in Caldera Bay. 
MAX. SIZE: 60,000 d.w.t. Max. LOA 240 m. Max. draft 40 ft. Also see 
“Berthing”. 
BERTHING: ““Sademi”’ Mechanical Pier: A mechanical loading belt has 
been built to the N.E. of the Peninsula. There are 2 loading arms each 
50 m. long that can load at 1,000 t.p.h. The arms are fixed and vessels 
must shift to place each hatch under the tower. Vessels moor to 7 buoys, 
3 forward and 4 aft. Entry can be made by day only. 
Playa Blanca Terminal: 
(a) A-small pier for fishing boats, length 40 m., is installed on the N.W. 
side of the bay, for discharge operations and supply to the factory. 
(b) Pontoon “URO", length 90 m., bearing 340° from the pier and 
anchored with 6 anchors and chains (3 forward and 3 aft). Vessels 
alongside the Pontoon head 215° or 035°. Max. draft: 30 ft 
Max. length 200 m. Max. d.w.t. 35,000. 
(c) 4 Mooring buoys for the ships berthing alongside (2 North side and 
2 South side). 
MEDICAL: First aid available in Caldera (5 km.). Hospital at Copiapo 
(80 km.). 
FRESH WATER: Only available by tug. 
FUEL: Not available. 
REPAIRS: Only of a minor nature. 
TIME: Local time is GMT minus 4 hours during the Winter season and 
GMT minus 3 hours during the Summer season. See “General” before 
the first port for dates of local time changes. 
AUTHORITY: See “Caldera”. 


CALETA COLOSO: 23.45 S. 70.28 W. (See Plan) 


LOCATION: Caleta Coloso is a dedicated port constructed to service 
domestic and international markets. It is owned and operated by Minera 
Escondida Limitada. 
Located on the Northern coast of Chile, approximately 10 nautical 
miles South of Antofagasta, the geographic co-ordinates of the port aré 
Lat. 23° 45’ S., Long. 70° 28’ W. 


it is built to handle 850,000 tonnes of concentrate per year, having 
storage facilities for approximately 60,000 tonnes of concentrate. Ships 
up to 45,000 d.w.t. will be able to load at a rate of 1,000 tonnes per 


f. 
Cherie and Publications: 
{. Chilean Charts: 
|.H.A. 200: Bahia Mejillones del Sur a Puerto de Caldera. 
|.H.A. 205: Caletas en la Costa de Chile. 
2. British Admiralty Charts and Publications: 
B.A. 3071: Puerto Pan de Azucar to Bahia Algodonales. 
B.A. 3077: Plans on the coast of Chile, including Rada de 
Antofagasta, Puerto de Tocopilla, and a number of small non- 
commercial roadsteads. 
3. South America Pilot: Volume Ill. 


DOCUMENTS: The following documentation is lag by Authorities 
to enter Chile. They may be presented on either Chilean Government 
forms, International forms or typed on blank white paper: 
10 copies Inward Cargo Manifest. 
6 copies Crew List. 
4 copies Passenger List. 
4 copies Crew Personal Effects List. 
4 copies Bond Stores List. 
3 copies Mail List (“Nil” return required). 
3 copies Dangerous Cargo List. 
5 copies General Declaration. 
3 copies Arms and Ammunition List (‘“Nil” return required). 
The following are required for inspection: 
Last Port Clearance. 
Crew Passports or Identity Documents. 
Derat or Derat Exemption Certificate. 
Safety Construction Certificate. 
Safety Equipment Certificate. 
Safety Radio Certificate. 
Load Line Certificate. 
International Oil Pollution Prevention Certificate. 
Ship's Register. 
Oil Record Book. 
Articles of Agreement, or equivalent. 
Chile Light Dues Receipt, if available. 


PILOTAGE: Pilot service is compulsory for all ships. 

General: Pilots servicing Caleta Coloso are duly authorised under 
Chilean law and are based at the Port of Antofagasta. 

Boarding Ground: Pilots will board at the Antofagasta pilot ground 
which is 1.0 miles N.W. of the Antofagasta harbour entrance, in position 
Lat. 23° 38’ S., Long. 70° 25’ W. 

Awaiting a Pilot: Masters of vessels required to anchor awaiting the 
Pilot should anchor as near as possible to the boarding ground location 
in about 40 m. of water. The sea bed is sand. 

A vessel which anchors to await the Pilot should be under way when 
the Pilot boards or an extra charge will be applied if a Pilot supervises 
the weighing of the anchor. 

Pilot Ladder: A pilot ladder complying with the SOLAS 74 requirements 
must be provided. The ship should be manoeuvred to provide a suitable 
lee for the boarding Pilot. 

Other Officials: Officials from Port, Customs, Health, Immigration 
Authorities, etc., may board the vessel with Pilot. 


ANCHORAGE: See “Pilotage”. 
RESTRICTIONS: Daylight berthing only. 


MAX. SIZE: 45,000 d.w.t., 192 m. LOA, 31.0 m. beam and 11.25 m. 
max. draft. 
Also see “Berthing Facilities”. 


NAVIGATION: Navigation Aids: 
1. Section of Chart IHA 205 (See “Plan”). 
2. Lights: A landfall light showing GP. Fl. (4) 12 sec. 12 miles located 
in approximate position Lat. 23° 44’ 44” S., Long. 70° 28’ 15” W. 
_ A Racon beacon is located in the same position as the landfall 
light, and has the characteristic “O” in Morse Code. 
Two fixed yellow leading lights with vertical orange day marks on 
a white background on a bearing of 190° (T) at Punta Coloso. 
Two fixed green leading lights with vertical Spe day marks on 
a green background on a bearing of 101° 41’ (T) at Punta Paso Malo. 
Berthing: Unless otherwise mutually agreed by all parties, vessels will 
normally berth in daylight only and in wind speeds of less than 14 knots. 
Masters should have all normal ballast “in” and vessel in suitable trim 
for berthing. Engines should be tested with an astern movement before 
closing the port. 
Port Communications: Communications will be via VHF on a channel 
to be advised by local authorities. 


RADIO: Communications: Communication may be either by telex or 
telegram via Valparaiso Radio (call sign CBV), or Antofagasta Radio 
(call sign CBA3). 
When in range, vessels should call Antofagasta Port Radio on VHF 
Channel 16 to confirm their ETA. 
Advice of Arrival: Vessels bound for Caleta Coloso should advise the 
Charterer’s Agent of their ETA at Caleta Coloso at the intervals as 
Specified by the Charterer’s instructions. 
24 hours before arrival, Masters must advise the Antofagasta Port 
Captain of: 
The name and flag of their ship. 
ETA. 


Number of passengers. 
Quantity of hazardous cargo. 
State of health. 

Draft 


The telegraphic address is “Capuerto” Antofagasta. 
Masters are advised that trawlers and small fishing vessels may be 
encountered in all Chilean coastal waters. 


CHILE 


Before arriving at Caleta Coloso, Masters are requested to provide 
the Charterer's Agent in Antofagasta with a stowage plan and hatch 
loading sequence. Every endeavour should be made to limit the number 
of shift ships needed to load the vessel, whilst ensuring that all safety 
requirements are met. 

argo holds must be swept clean with bilges clean, dry and burlap 
covered prior to vessel's arrival. 
HEALTH: Radio Pratique is not available. 
TUGS: Tugs from Antofagasta are available to assist with berthing and 
sailing, and lines launches are available to run and let go lines as 
required when berthing, sailing and shifting ship. 
Launch: A launch is available to assist with reading of ship’s drafts, and 
conveying personnel to and from the ship as required. 
BERTHING FACILITIES: Berth Facilities: The berth facilities consist of 
a wharf head structure on which the shiploader is built and 2 dolphins, 
one on each side of the wharf head structure. The centre of the dolphins 
is 30 m. from the centre of the wharf head structure, thus the distance 
from the centre of one dolphin to the centre of the other dolphin is 60 m. 

A minimum depth of 15.0 m. at low low water is available alongside 
the face of the wharf head structure and dolphins, and this depth extends 
to Buoys No. 1 and 3. 

The wharf head structure and dolphins are adequately fendered, and 
weather permitting, a ship can lay against the fendering. There are 
mooring bollards on the dolphins. 

The face of dolphins and wharf head structure lay in the direction 
278° (T) to 098° (T). 

Five mooring buoys are provided. The designations are: 

Buoy No. 1: Head line. 

Buoy No. 2: Starboard aft breast line. 

Buoy No. 3: Stern line. 

Buoy No. 4: Port aft breast line. 

Buoy No. 5: Port forward breast line. 
Principal Particulars: 


Depth of water of low low water 15.00 m. 
Height of underside of loader above LLW 15.50 m. 
Maximum outreach of loader from fender line 25.50 m. 
Height of wharf head structure above LLW 8.70 m. 
Maximum LOA of vessel 192.00 m. 
Maximum beam of vessel 31.00 m. 
Maximum draft of vessel 11.25 m. 
Maximum deadweight of vessel 45,000 tonnes 


Maximum air draft between 14.00 m. and 15.20 m. 
Loading rate of ship loader 1,000 tonnes/hr. 
Distance from centre of Eastern dolphin to centre 


of Western dolphin 60.00 m. 
Distance from Buoy No. 1 to Buoy No. 3 380.00 m. 
Distance from line of face of wharf head structure 

to Buoy No. 2 108.00 m. 
Direction of line of face of wharf head structure 278° (T)/098° (T) 


Shiploader: The shiploader is a fixed ship head loader which can slew 
left and right a total of 26°, that is 13° either side of centre, and luff down 
24°. Ship’s loading must shift ship to load each hatch. 

MOORING: See “Plan Section”. 

Mooring Lines: Masters of ships are advised to consider in advance the 
positioning of their moorings whilst alongside. 

Ships berth port side to. Normal moorings consist of 2 lines to each 
of the 5 buoys, 2 aft spring lines to the Eastern dolphin, and 2 forward 
spring lines to the Western dolphin. 

For this reason, ships are required to have 14 full length mooring 
lines aboard on arrival. Wire ropes are not acceptable. 

Mooring Procedure: During the berthing manoeuvre, the starboard 
anchor is let-go approaching the berth, and when alongside, 6 to 
7 shackles of cable on the starboard anchor will remain laid out. When 
in position, the ship will normally be made fast with 14 lines. 

Two head lines to Buoy No. 1. 

Two port forward breast lines to Buoy No. 5. 

Two starboard aft breast lines to Buoy No. 2. 

Two stern lines to Buoy No. 3. 

Two port aft breast lines to Buoy No. 4. 

Two forward springs to the Western dolphin. 

Two aft springs to the Eastern dolphin. 

And 6 to 7 shackles out on the starboard anchor. 

When berthed, ships should normally be positioned 1.0 m. clear of 
the fenders. During calm weather, a vessel may be positioned hard up 
to the fenders. 

Tending Lines: Masters are advised to ensure that mooring lines are 
constantly tended and kept as tight as possible to minimise ship 
movement and reduce chafe on mooring lines. At Caleta Coloso, 
Masters will find that even when their ship is “in position”, it will from 
time to time be necessary to adjust the mooring lines due to stretch of 
lines, tidal movements, and the movement of the ship in the berth. 
Sufficient crew should be maintained on board at all times to tend the 
moorings. 

Shifting Ship: Ships loading are required to shift ship in order to load 
each hatch. 

The ship's crew is required to perform these shifts. Under certain 
circumstances some extra labour from ashore can be made available 
to assist the ship's crew. 

Masters should consider in advance their technique for carrying out 
these shifts and if necessary, the ship's engines should be available to 
assist. Shore labour and a line boat will be available during shift ships 
to shift lines on the dolphins and buoys as required. 

Access: Whilst alongside, access to the ship will be provided by a launch 
service as no gangway to the wharf structure has yet been provided. 
During periods of calm weather, access to the wharf may be possible 
by pilot ladder. 

Readiness of Main Engines: Under no circumstances should the ship's 
main engines be disabled whilst at Caleta Coloso, as weather may force 
the vessel to leave port at short notice. 
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Pollution: Ships responsible for oil discharges, dumping of waste, refuse, 
etc., in coastal waters, will be liable for all resulting fines and clean-up 
costs. All ships must have secure bilge systems while in the area. 
Accidental and deliberate oil or oily mixture discharge in the area must 
be reported to the Port Authority and Minera Escondida Limitada 
representatives immediately. 

Disposal of Slops, Contaminated Ballast, Garbage and Solid Refuse: 
There are no shore facilities available at the terminal for receiving slops, 
and dirty or contaminated ballast. Masters are cautioned that discharging 
of anything other than uncontaminated ballast will incur penalties as 
prescribed by Chilean law. 

Should concentrate spillage occur, ship crew members must collect 
and/or sweep material into the hold. Under no circumstances should the 
vessel's decks be washed down allowing concentrates to enter the 
water. 

LOADING: General: Cargo is loaded 7 days a week. The rate of loading 
is approximately 1,000 tonnes per hour. 

Responsibility: The sole responsibility for the correct and safe loading 
of the vessel rests with the Master. 

During loading, ships are required to have a responsible officer on 
deck at all times. 

Care must be taken when loading not to exceed the required sailing 
draft, nor to overload the ship under the International Load Line 
Regulations. Cargo cannot be discharged. 

An Escondida wharf foreman is in charge of the shore loading 
operation. He will give every assistance possible to ship's officers. 
Product Characteristics: Copper concentrate mined from Escondida is 
normally about 42% copper sulphide and will under high temperatures 
ignite to form a smouldering fire. It stows at approximately 0.50 cu.m. 
to the tonne, and contains approximately 8% moisture. 

The Master will be provided with an Analysis Certificate stating the 
Transportable Moisture Limit of the cargo prior to loading. 

Loader Operation: The shiploader is designed to shuttle in and out, and 
can slew 13° each side of centre, and can luff down 24°, thus with careful 
positioning of the ship's hatch under the loader, it should be possible to 
pour cargo evenly into most areas of the ship's hold. It is the 
responsibility of the ship's duty officer to direct the shiploader operator 
when it is required to alter the position in which the cargo is being poured 
into the hold. 

Weightometer: Loaded quantities will be measured by a weightometer. 
However, this is to be treated as a guide to loading only, and the actual 
quantity loaded should be calculated by running draft checks. Final Bill 
of Lading weight will be determined by draft survey. 

Trimming: A small bulldozer is available to trim the cargo. 

Approximate weight is 10 tonnes. The ship’s crew must rig the 
bulidozer and operate the ship’s own crane to lift it onto and off the ship. 
Maximum care must be taken in doing so. The driver of the bulldozer 
must be a member of the shore staff. 

Trimming of the cargo will be carried out to the Master's satisfaction. 
Draft survey: Draft surveys are conducted by a qualified draft surveyor 
prior to commencement of loading and at completion of loading. It is 
recommended that ballast tanks be “pressed up” on arrival to facilitate 
the cea survey and ensure its accuracy. Draft marks must be clearly 
visible. 

FRESH WATER: There is no facility to supply fresh water at the port. 
Water can be arranged through the Agent at Antofagasta. 

FUEL: There is no facility to supply bunker or diesel fuel at the port. 
Limited fuelling is available through the Agent at Antofagasta. 
REPAIRS: No engine repairs are to be carried out without Terminal 
Management authorisation. In an emergency, the port of Antofagasta 
can be used for minor repairs. 

WEATHER: General: The climate is generally mild. The annual 
temperature ranges from 7°C to 27°C. Rainfall is virtually unknown, but 
occasional mist shrouds the coast line. It is a Tropical Seasonal Zone. 


Winds: Four distinct wind patterns are experienced throughout the year: 


50% light Southerly prevailing winds. 

35% light winds from various directions. 

13% calms experienced. 

2% Southerly winds in excess of 20 knots. 
Tides: The tidal range at Caleta Coloso is 1.6 m. at Springs and 0.7 m. 
> Neaps. Tidal predictions for Antofagasta are applicable for Caleta 

oloso. 
Currents: Currents run to the East at a rate of approximately 0.2 knots. 
Sea/Swell: The prevailing swell is low from the S.S.W. It is rare for the 
swell to come from any other direction. Caleta Coloso is in the lee of 
Punta Coloso, providing calm to moderate conditions alongside the 
loading facility. 
GENERAL: Chilean Regulations: 
Food Stores and Freezers: Government officials will seal a vessel's food 
stores and freezers on arrival in Chile. Before food sources are sealed, 
a quantity of provisions for use whilst in port may be removed. If 
necessary, arrangements may be made through the ship's Agents to 
have a Government official attend the vessel to open the food stores 
and freezers to release further quantities of provisions. 
Ballast Water: To prevent delay, Masters should ensure the vessel is 
ballasted with clean seawater on arrival in port, and make arrangements 
through an Agent to have a 250 ml. sample of ballast water drawn from 
one ballast tank. This should be collected in a clear container and 
submitted to the Port Authority at Antofagasta as soon as possible after 
arrival. A representative of the Port Authority may be present when the 
sample is drawn. 
Watchman: Chilean law specifies a shore gangway watchman is 
eels by all ships in port. A watchman will be provided by the ship's 

ent. 


SHIPMASTER’‘S REPORT: February 1992. 

Max. Size: Draft limitation of 11.5 m., even when depth alongside is 

wan m. at L.W. Maximum deadweight 45,000 tons, LOA 192 m. and 
am 31m. 
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Documents: The following documentation is required by Authorities o 
arrival. They may be presented on Chilean forms, international or type 
on blank white paper. 

10 copies Inward Cargo Manifest. 

6 copies Crew List. 

4 copies Passenger List. 

4 copies Crew Personal Effects List. 

4 copies Bonded Stores List. 

3 copies Mail List (“Nil” return required). 

3 copies Dangerous Cargo List. 

5 copies General Declaration. 

3 copies Arms and Ammunition List (‘Nil return required). 
Documents for Inspection: 

Last Port Clearance. 

Crew Passports or Identity Documents. 

Derat or Exemption Certificate. 

Safety Construction Certificate. 

Safety Equipment Certificate. 

Safety Radio Certificate. 

Load Line Certificate. 

International Oil Pollution Prevention Certificate. 

Ship's Register. 

Oil Record Book. 

Articles of Agreement, or equivalent. 

Chile Light Dues Receipt, if available. 

Pilotage: Pilot service is compulsory for all ships. Pilots will board at the 
Antofagasta Pilot Ground, which is 1.0 miles N.W. of the Antofagasta 
Harbour entrance, in position Lat. 23° 38’ S., Long. 70° 25’ W. A plo 
ladder complying with the Solas 74 requirements must be provided. 
Anchorage: Masters of vessels, required to anchor awaiting the pilot, 
should anchor as near as possible to the boarding ground, located in 
about 40 m. of water. The seabed is sand. 

Tugs: Tugs from Antofagasta are available to assist with berthing and 
sailing, and line launches are available to run and let go lines as required 
when berthing, sailing and shifting ship. 

Launch: A launch is available to assist reading ship's drafts, and for 
conveying personnel to and from the ship as required. 

Radio: Antofagasta Radio (CBA). Telex: 225243CBA CL and 
325077 CBA CK. 

Radio telegraphy: Working 8,461 kHz, listening Channel 1 — 8,368 kHz 
and Channel 4 — 8,369 kHz. Hours of watch 24 (permanent). Short range 
VHF Channel 16 call and contact, VHF Channels 25, 26, 27 working. 
Navigation information: 2,738 kHz at 1405 hrs. and 0205 hrs. UTC; VHF 
Channel 10 at 1415 hrs. and 0215 hrs. UTC; 8,461 kHz at 1430 hrs. and 
0230 hrs. UTC. 

Berthing: Ships berth port side to. Normal moorings consist of 2 lines 
to each of the 5 buoys, 2 after spring lines to the Eastern dolphin, and 
2 forward spring lines to the Western dolphin. For this reason, ships are 
required to have 14 full length mooring lines (200 m. — 220 m. each) 
ready on arrival. Wire ropes are not acceptable. 2 tugs will assist docking 
approach, they make fast with their own lines at pilot's request. 2 motor 
boats will remain on stand-by fore and aft to receive buoy lines. 
Shiftings Particulars: Ship's crew must remain ready for shifting. 
Shiftings for loading, according to stowage plan, will be performed by 
Antofagasta pilots or by Port Captain on board. Ships loading are 
required to shift in order to load each hatch. 

Cranes: The shiploader is designed to shuttle in and out, and can slew 
13° each side of centre, and can luff down 24°, thus with careful 
positioning of the ship's hatch under the loader, it should be possible to 
pour cargo evenly into most areas of the ship’s hold. 

Copper concentrate mined from Escondida is normally about 42% 
copper sulphide. 

During loading, ships are required to have a responsible officer on 
deck at all times. It is the responsibility of the ship's Duty Officer to direct 
the shiploader operator, when it is required to alter the position in which 
the cargo is being poured into the hold. An Escondida wharf foreman 
will La assistance to ship's officers. A small bulldozer (approximate 
weight 10 tons) is available to trim the cargo. 

Stevedores: Generally, stevedores are nominated the day the ship 
arrives, according to ETA, by charterer’s Agent. Working hours are 
0800 hrs. — 1530 hrs., 1530 hrs. — 2300 hrs. and 2300 hrs. — 0630 hrs. 
Cargo (copper concentrate) is loaded 7 days a week. The rate of loading 
is approximately 1,000 t.p.h. 

Medical: Doctor and hospital available (See “Antofagasta”). Antofagasta 
Radio CBA provide a free service for ships requiring medical advice, 
using radio telegraphy or radio telephony. Languages are Spanish and 
English. 

Ballast: To prevent delay, Masters should ensure that the vessel is 
ballasted with clean sea water on arrival in port and make arrangements, 
through an Agent, to have a 250 mi. sample of ballast water drawn from 
one ballast tank. This should be collected in a clear container and 
submitted to the Port Authority at Antofagasta as soon as possible after 
arrival. A representative of the Port Authority may be present when the 
sample is drawn. It is recommended that ballast tanks be “pressed up’ 
on arrival to facilitate the draft survey. 

Fresh Water/Fuel: There is no facility to supply fresh water or fuel at the 
port. Water and fuel can be arranged through the Agent at Antofagasta. 
Water and fuel may be obtained at anchorage at Antofagasta, bul 
expensive. 

Repairs: No engine repairs are to be carried out without Terminal 
Management authorisation. In an emergency, the port of Antofagasta 
can be used for minor repairs. 

Watchman: Under Chilean law, a shore gangway watchman is required 
by all ships in port. A watchman will be supplied by the ship's Agent. 
Shore Leave: Permitted. 

Identification Cards: Shore passes and Seaman's Book sufficient. 
General: Stores: Government officials will seal vessel's food stores and 
freezers on arrival in Chile. Before food stores are sealed, a quantity 0! 
provisions for use whilst in port may be removed. 


Ship's stores and provisions are expensive (in Antofagasta). Should 
vessel require some urgent items, vessel is free to chose from what 
shipchandlers may offer, but payment for items acquired are to be made 


py the Agent. 


SHIPMASTER'S REPORT: September 1992. 
Documents: Clearance: Inward Clearance is carried out at Antofagasta 
Anchorage, where the Agent will board with Customs, Immigration and 
Port Captain, before the Pilot boards. 
The Officials are friendly, and clearance can be completed with a 
minimum of fuss and delay in about 30 minutes. 
The pilot ladder is acceptable for boarding, and Officials appreciate 
being met and escorted on and off the vessel by a uniformed officer. 
Outward clearance is carried out on the berth on completion of loading. 
immigration formalities may be carried out before this. 
Notice of Readiness: Prepared by the Agent, and is presented on arrival 
at Antofagasta Anchorage. 
Pour Plan: Pour Plan for loading is required by the Agents and Escondida 
representatives on arrival at Antofagasta. 
Pilotage: Pilots board at Antofagasta Anchorage and take the vessel 
alongside. It is about 40 minutes from anchor aweigh to making fast the 
s. It is also required that Pilots are on board for shifting between 
holds, but minor adjustments of position at a hold can be carried out 
under the supervision of Escondida Marine Surveyor/Consultant. 
On departure, Pilots leave when vessel is clear of the berth and anchor 


aweigh. 

Restrictions: Berthing: Possible any time night or day. 

Max. Size: Size of Vessel: The berth is designed to accommodate 
vessels up to 192 m. LOA with a maximum deadweight of 45,000 metric 
tonnes. It is reported that this vessel is the largest to use the facility to 
date (188.4 m. LOA and 31.0 m. beam). 

Draft: The maximum draft permitted is 11.5 m., to allow for swell. 
Radio: Communications are good through coast radio station. 

On approaching Antofagasta, contact can be made through the Agents 
on VHF, working Channel 73, who will co-ordinate Port Authorities and 
Pilots. 

Berth: Caleta Coloso is an ore loading berth, consisting of dolphins and 
mooring buoys, situated on the North side of Pta. Coloso, approximately 
7 miles South of Antofagasta, and has been in use since 1990. 

The port is operated by Minera Escondida Ltda. for the export of bulk 
copper concentrate. 

The berth is exposed to the swell as there are no protecting 
breakwaters. 

A fixed loader is situated on the centre of 3 dolphins, and it is 
necessary to shift the vessel for loading each hold. 

Good Seibu fenders are fitted on the dolphins, and it is proposed to 
increase the number of fenders in the near future. 

Depth alongside is reported to be maintained at 15.0 m., and this depth 

is available to the North and West of the berth with no obstruction 
reported. 
Berthing/Mooring: The berth is approached on the green leading lights 
on the berth (bearing 190° T), and tugs join the vessel just before the 
anchor is let go, when the yellow leading lights on Pta. Paso Malo are 
in line from the bridge. 

If the Pilot requires, the tugs make fast with tugs lines abreast Hatch 
No. 2, and the break of the bridge on the starboard side. The starboard 
anchor is let go initially to 5 shackles in the water and held on to check 
the forward motion, then slacked away as required during the mooring 
coeeeron to get the vessel in position, ending with about 8 shackles in 

e water. 

Mooring boats are in attendance fore and aft, and take lines in the 
following order: 

Forward: 

2 headlines to Buoy No. 1. 

2 breast lines to Buoy No. 5. 

1 or 2 springs to the dolphin. 

The second spring is run to the dolphin when the vessel is in 
i position, if only 1 spring is taken initially. 

2 stern lines to Buoy No. 3. 

2 breast lines to Buoy No. 4. 

1 or 2 springs to the dolphin. 

2 breast lines to Buoy No. 2, and the second spring is run when 

the vessel is in position. 

The idea is to end up holding the vessel in position, just clear of the 
fenders, with the mooring lines and anchor. 

Head lines to Buoy No. 1 and stern lines to Buoy No. 3 should be on 
the windlass and mooring winch to facilitate shifting. 

The mooring operation can take up to 2 hours. 

The vessel is positioned with precision, with the loader at the centre 
fh Ae to be worked by the loading overseer in VHF contact with 

ilot. 
Moorings: 14 mooring lines, each of 220 m. length, in good condition, 
are required, 6 forward and 8 aft. Also at least 10 shackles of cable on 
the starboard anchor. 

The Agent requires a declaration (See “Notice”), to be signed before 
requesting the Pilots to board. Notice of Readiness will not be accepted 
if the vessel does not comply with the mooring requirements. 

lt is reported that 4 mooring ropes are kept available at the berth for 
vessels which arrive with insufficient ropes. The costs of using these 
and whether for hire or purchase was not mentioned. 

lt is essential that all ropes are in good condition. 

A length of 220 m. was found to be adequate, although, as a scale 
drawing using the 1:10,000 plan would indicate, the aft mooring winch 
'S 280 m. from the marked position of Buoy No. 3 when working Hold 
No. 5, longer head lines and stern lines would be advisable. 

Buoys No. 1 and 3 are reported to be 440 m. apart in their free position, 
but the plan shows them at 465 m. apart. 

Windlass to aft mooring winch on this vessel is 171 m. 


CHILE 


NOTICE: Issued by Agent to Master. 

Quote: 

|, the Master of the M/V ........ , have been informed by my Owners, 
Operators, Charterers, Agents, that Caleta Coloso is a Loading Terminal 
where swell is frequent. 

| have also been informed that to berth at Caleta Coloso, my ship is 
required to have 14 mooring ropes (combinations of rope/wire excluded) 
of 220 m. length, which are new or in very good conditions, without 
which it is impossible to berth, and therefore Notice of Readiness will 
not be accepted by shippers. 

| hereby certify that my vessel complies with above and authorise my 
Agents, Messrs. ....... , to call the Pilot on board for mooring purposes 
at Caleta Coloso. 

Signature and stamp of Master. 

Unquote. 

Loading: The loading arm is able to move about 7.5° either side of the 
central position in the fore and aft direction, giving a distance of 
approximately 20 m. at the end, and can move in the athwartship 
direction, sufficient to reach the off-shore side of the holds. 

The loading arm terminates in a flexible tube, suspended below the 
arm, with a rotatable chute at the end, which is positioned below the 
hatch coaming, and cargo can be spread over the hold without requiring 
additional trimming. 

The belt and cargo areas are covered, so loading is relatively clean. 
Loading Rate: Loading rate is quoted at 850 tonnes/hr. nett and 
1,200 tonnes/hr. gross. 

For this operation: 
Actual pouring time — 39 hours 7 minutes. 
Weight meter — 40,262 tonnes. 
Actual rate — 1,029.28 tonnes/hr. 
Time alongside berth — 61 hours 36 minutes. 
Total port time E.O.P to F.A.O.P. — 68 hours. 

Loading was slowed as some cargo was off-grade, having a higher 

than specified arsenic quantity for Germany. 
Shifting: Shifting between holds is supervised by a Pilot who has to 
come from Antofagasta. On occasions, when there are a number of 
shipping movements in that port, some delays can be experienced 
waiting for a Pilot. 

Pilots are ordered by Loading Supervisors and Agents, and the vessel 
advised accordingly. 

The Pilots can authorise the Escondida Marine Surveyor and 
Consultant on board to shift the vessel, but rarely do. 

The Marine Surveyor (Captain Oscar Quevedo) was a Pilot at 
Antofagasta for a number of years before retiring. 

During shifts, a tug and line boat are in attendance, the tug usually 
pushing the vessel onto the dolphins. 

Engines are required to be on stand-by and would probably be needed 
during bad swell conditions, but on this visit, all shifting was done by 
heaving on the lines and after spring or the stern lines and forward 
spring, the other lines being slacked as required. 

Any lines becoming slack due to the movement of the vessel, are 
heaved up on completion of the shift. 

i is necessary to heave up and slack the anchor cable during the 
shift. 

Engines are required to be on stand-by throughout the vessel's stay 
alongside, and one tug and line boats are ready at all times for 
emergency use. 

Draft Survey: Carried out by independent surveyors on arrival and on 
completion of poets 

Bill of Lading weight is the draft survey weight. 

On this loading, weightmeter weight was 39 tonnes less than the 
survey weight. 

Hold Survey: Also carried out by an independent surveyor on arrival. 

Holds are required to be swept clean with no residue of previous cargo 
and with bilge covers secured and covered in burlap. 

Cargo Certificates are presented on arrival giving the following 
information: 

Flow Moisture Point — 11.3%. 
Transportable Moisture Limit — 10.2%. 
Moisture Content — 9.8%. 
Angle of Repose — 37°. 
Load Factor — 0.43 cu.m./tonne 

15.4 cu.ft./ton. 

A further certificate is given on completion, giving starting and 
completing times, draft survey and weightmeter weights and actual 
average moisture content of representative samples during loading. 
Airdraft: 15.5 m. is quoted, but it would appear to be greater than this 
when working, although allowance must be made for swell and clearance 
for the chute when moving the loading arm over the vessel. 

Ballast: Chilean regulations require that only clean ballast water may 
be pumped out and any ballast taken in foreign ports should be changed 
at sea and Log Book entries made. 

It is not required to change ballast taken in Chilean ports unless it is 
in an infected port. 

It is necessary to make a written request through the Agent to pump 
out ballast, stating the quantity and origin of ballast water. 

A port official attends to sight the initial pumping to ensure that it is 
clean. This will be arranged by the Agent. 

Minera Escondida are particularly concerned with the environment 
and will not tolerate pollution of any sort. 

Declaration and request to pump out is also required by the Agent at 
Antofagasta. 

Time: GMT minus 4 hours. GMT minus 3 hours from Sunday following 
2nd Saturday in October to the 1st Saturday in March. 

Identification Cards: Shore Passes are issued and have to be returned 
before departure. 

Weather: Rain is unusual. 

There is normally an onshore breeze from the S.W. from mid-morning 
until the evening, and an offshore breeze from the S.E. in the early 
mornings. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englang 


Cargo work is reported to be stopped when the wind is over 20 knots, 
and vessels are not berthed or shifted with a wind over 18 knots. 

Swell is the main problem, as there is no protection at all. On this visit 
in September 1992, there was very little swell and no problems with 
moorings. However, on the vessel's previous visit, a number of mooring 
ropes carried away. 

The most vulnerable ropes are the springs which are made fast to 


the dolphins, and are liable to shock tension when the vessel is surging. 


General: Charts: B.A. Chart No. 3071 shows the position of Pta. Coloso, 
and B.A. Chart No. 3077 is required for Antofagasta. 

The berth is not marked on the chart, and there is only a sketch plan 
available from the operators. 
Accommodation: Accommodation on board is required for 3 persons, 
2 from Minera Escondida and one from the agency, as an agency 
representative. Escondida Marine Surveyor/Consultant and an 
administrative foreman remain on board at all times. They board at the 
Antofagasta Anchorage with the Agent. 
Meals: Meals are required for a total of 5 persons, two in addition to the 
3 living on board. 
es at The ship's accommodation ladder is not required. There is a 
fitted swinging gangway on the West side of the loading dolphin with a 
watchman in attendance, which can be used when loading all holds, 
except No. 1. A good bulwark ladder is required for access to the 
gangway. : 

When loading No. 1, access to and from the shore is by launch from 
an offshore pilot ladder. 
Stores: Stores and provisions are available, but the Agent advises that 
these are expensive, which is not surprising as this is a desert area, 
and all food stuffs have to be brought in from some distance. As in other 
Chilean ports, Chandlers cannot be paid in foreign currency direct, only 
through the Agent, due to Chilean Central Bank currency restrictions. 
Agent: Ultramar Agencia Maritima Ltda., Copiapo 574, Casilla No.1210, 
Antofagasta, Chile. Tel: 264243, 263399, 263672. Telex: 225079 
Ultra Cl. Fax: 227341. Cables: Ultramar Antofagasta. VHF: Channel 73. 


CHANARAL (including Barquito): 26.21 S. 70.38 W. 


DOCUMENTS: 

Health: Completed Declaration of Health (Q.S.1.). 

Valid Derating Certificate. 

International Vaccination Certificates. 

Crew Declaration (Y.14) 

3 Ship’s Stores (E.1.). 

Inward Report (A.6). 

Complete copy of each Manifest for goods to be 
discharged in Chanaral, and Transit Cargo. 

Clearance from Last Port. 

2 Immigration Crew Lists (200). 

3 Passenger Manifests for Passengers not 
disembarking. 

Immigration Control Cards or Passports for each 


Customs: 


Immigration: 


person. 

PILOTAGE: Compulsory. To avoid a delay in obtaining a Pilot, the 
owner, Master or Agent of a ship, must report via any coast station by 
R/T or W/T the vessel's ETA, 24 hours and 12 hours in advance of 
arrival. ETA must be confirmed or corrected not less than 3 hours prior 
to arrival. Time must be GMT. 

The following information must be included in the ETA message: 
(1) Name and call sign of vessel. 
(2) Nationality. 
(3) Length, draft and G.R.T. 

Pilotage is compulsory for shifting and unberthing. Port Captain and 
tugs require 2 hours notice through the local agent. 
Pilot Boarding Station: Lat. 26° 21'18"S., Long. 70° 41’ 20" W. 
Chanaral Radio stands by on VHF Channel 16 and 2182 kHz for giving 
information to the port authorities. 
ANCHORAGE: In position Lat. 26° 20’ S., Long. 70° 40’ W., with Point 
Piedra Blanca bearing 118° — 1.5 miles. Depth of water 78 ft. 
MAX. SIZE: LOA 250 m. Draft 40 ft. 

Also see “Tankers”. 


RADIO: 
Station 
call sign Category Frequency Type Receives Transmits Schedule 
Chanaral (T) 2MHz A3 = 2182 2182 H30-45 
CBH-2 2000 
4MHz A3_ 4091.6 4396.6 H45-60 
4396.6 


TUGS: There is one tug available in the Chanaral/Caldera area. 
BERTHING: Codelco Pier: New structure at Chanaral for loading 
general cargo. Length 39 m., width 39 m. Depth alongside 40 ft. Vessels 
moor to 7 buoys as per Mechanised Quay. 

Codeico Mechanised Quay: At Point Piedra Blanca there is a 
mechanised pier, property of Codelco, for loading bulk iron ores. 60 m. 
long by 10 m. wide, with 14.5 m. depth; sand and mud bottom. Ores 
transported by means of a conveyor belt to a loading tower from which 
it is loaded direct to ship's hatches. At present, loading tower is fixed 
so that vessels have to be moved to change hatches. Loading rate is 
1,000 t.p.h. Vessels up to 250m. length, 40 ft. draft have loaded. 
Vessels moor at head of quay, which has 7 buoys (3 forward and 4 aft). 
In ae the quay is provided with bitts to secure mooring ropes, fore 
and aft. 
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Barqulto: 
Buoy No. 4: Suitable for mooring large vessels for loading by tighten 
only (general cargo). Vessels moor stern onto the buoy and disch 
into lighters, which in turn discharge at the Pier Head (Barquito Pier), 

Position of Buoy: Barquito Pier bearing 046° — 850 m. 

Lines: 2 lines x 150 m. each required. 
CRANES: None available. 
STEVEDORES: Work carried out in 3x8 hour shifts. 

Also see “General” before first port. 
MEDICAL: Facilities available. 
TANKERS: Buoys No. 1, 2 and 3 at Barquito are for the Oil Termina, 

The hose marker buoy is in position — Barquito Pier bearing 182 
400 m. Vessel's use starboard anchor to pivot onto the 2 stern buoys 
The hose connection will then be made on the port side. Max. draft 50 & 
Max. length 250 m. 

Lines: Forward: 2 lines x 150 m. length. 

Aft: 4 lines x 200 m. length. 

FRESH WATER: Available from tugs only, rate 30 t.p.h. 
FUEL: Small amounts of diesel oil available by tug, rate 2.5 cu.m.p.h. 
CONSULS: None at Chanaral, the nearest are at Antofagasta. 
REPAIRS: No facilities for major repairs. Two shipyards to repair tugs 
and lighters only. 
GANGWAY/DECK WATCHMEN: Usually ship's crew. 
OPENING/CLOSING HATCHES: By ship's crew or stevedores 
whichever to ship's advantage. 
CERTIFICATES: 

Safety Construction Certificate. 

Safety Equipment Certificate. 

Safety Radio Certificate. 

Lights and Beacons Certificate (Chilean coast). 

Pollution Certificate. 
CUSTOMS ALLOWANCES: No fixed limits. 
REPATRIATION: Facilities exist. 
AIRPORT: The airport for small planes is located 2 km. North o 
Chanaral. Commercial airport 150 km. away. 
TIME: GMT minus 4 hours between March and October. From October 
to March GMT minus 3 hours. 
POLICE/AMBULANCE/FIRE: Maritime police, Tel: 480047 or VHF 
Channel 16 or 2182 kHz. 
SERVICES: None. 
SHIP SUPPLY SERVICE: Offshore service available. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Required. 
AUTHORITY: Codeico Chile, P.O. Box No. 48, Chanaral, Chile. 
Tel: 480047, Ext. 517-520. Cables: Codelco Chile. Contact: Mario 
Trabucco Llanos, Maritime Agent, Codelco. 


COQUIMBO: 29.57 S. 71.21 W. (See Plan) 


PORT LIMITS: An area limited by parallel of Latitude 29° 56'S, 
pathos be of Longitude 71° 20'W., and the shoreline of Peninsula 
uimbo. 

DOCUMENTS: Documents required from a vessel are: 

8 copies Crew List. 

4 copies Passenger List. 

1 copy Vaccination List. 

2 copies Personal Effects List. 

1 copy General Manifest. 

5 copies Manifests for the Port. 

4 copies Dangerous Cargo List. 

3 copies Stores List. 

1 copy Sanitation Certificate. 

3 copies General Information. 

1 copy Clearance from Last Port. 

Ship's Documents and Certificates. 

PILOTAGE: Pilotage is compulsory for all vessels proceeding to quay. 
Service is requested through Agent. Pilot boarding point is about 1 mile 
East of Punta Tortuga Lighthouse. Pilot boat is a small commercial motor 
boat or launch. As vessels approach heading South, boarding is effected 
on the port side. 
ANCHORAGES: Good anchorages can be found N.N.E. to E.N.E. from 
the quay at distances from 0.6 miles to 1.2 miles, with depths varying 
from 10 m. to 23 m. A forbidden zone, surrounding the quay, is shown 
on charts. 
RESTRICTIONS: No night time or tidal restrictions for mooring. Vessels 
can berth and unberth 24 hours a day. 
MAX. SIZE: No restriction on length or breadth, unless other vessel a! 
the quay. Draft restrictions are 10.0 m. for Berth No. 1 and Berth No. 2. 
Some allowance may be permitted in special cases, according to tide 
height. 
HEALTH: Vessels must obtain Pratique in every port of call in Chile. 
Pratique is requested and coordinated by the Agent. In case of any 
suspected disease or fever onboard, proper and timely notice must be 
sent to Port Captain and Agent. 
RADIO: The main coastal station is Playa Ancha Radio, call sign CBV. 
The Station is connected to the other coastal stations and is provi 
with a Telex system for ships, No. 01860. Vessels can also contact theif 
Agent by satellite system, on the telex. 
VHF: There is a local VHF station, operated by the Port Captain, cal! 
sign is “Coquimbo Radio”. It can be contacted through Channel 16. !t 
also broadcasts local weather reports. 
RADAR: No Port Radar Service. 
TUGS: There are 2 tugs for assisting with berthing. Assistance § 
compulsory under certain conditions, these are stated in the Por 
Regulations. Ship's or tug's lines may be used, no additional charge # 
tugs lines used. 


BERTHING: There is one quay 378m. long, having 2 berths of 
ximately 180 m. usable length each. Permitted drafts are 10.0 m. 
for Berth No. 1 and Berth No. 2, both in salt water. 

Loading and discharging operations can be performed either with 
ship's gear or shore equipment, depending on conditions. 

rain cargoes are handied at Berth No. 2, while general cargo can 
be handled at any berth. ’ ; des 
CRANES: There are 6 electrical, rail mounted cranes, with 5 tons lifting 
capacity and 17 m. reach, that can operate through both berths. There 
aiso exists a heavy lift truck crane, with 27 tons capacity at 3.5 m. reach 
and a 36 ton capacity crane. ; 
BULK CARGO FACILITIES: Berth No.2 and adjacent yards and 
warehouses are scheduled for bulk cargo handling. Max. permitted draft 
is 29 ft. 6 in., with some allowance in tidal height for special cases. 

Shore equipment for bulk cargo handling consists of 2.0 cu.m. grabs, 
3.0cu.m. trays and 2movable electrical conveyor belts with a 
max. airdraft of 8.5 m. on ship's side. 

Handling rates are approximately 60 t.p.h. for grabs and trays, and 
200 t.p.h. for conveyor belts. These rates vary according to nature of 
product being handled. 

Bulk cargoes normally handled at this port are manganese, copper 
ore, copper concentrate, coal, fishmeal and wheat grain. 
SPECIALISED CARGO HANDLING FACILITIES: No facilities. 
However, spacious yards are available for the storing of containers. 
STEVEDORES: Stevedore services are arranged by Agent, based on 
customary ETA notice and ship's needs. 

Labour time is 24 hours a day, with a 3-shift system, for general cargo 

as well as for bulk cargoes. 
MEDICAL: Advance notice to obtain medical care is not normally 
required, unless some urgency arises. Medical and dental care is 
available, as well as hospital facilities, both in Coquimbo and La Serena, 
acity nearby. 

Normal vaccination required is International Yellow Fever. No 
vaccinations available in Coquimbo. 

TANKERS: No oil piers in Coquimbo. 

DENSITY: Average density is 1025.5. 

FRESH WATER: Fresh water is available for ships alongside from shore 
connections. Ship's hoses must be used. Approximate delivery rate is 
7tp.h. at a cost of U.S.$0.25 per ton. 

FUEL: Vessels alongside can take diesel oil only, from trucks. 72 hours 
notice to Agent is required. 

FIRE PRECAUTIONS: Normal precautions to be taken. 

CONSULS: Sweden, Spain, Italy, Peru. 

REPAIRS: Minor mechanical and electrical repairs only. Diver services 
available. 

DRY DOCKS: No dry docks for merchant vessels. A landing ramp for 
fishing and special craft is available. 

SURVEYORS: Independent sepa surveyors available. No surveyors 
from classification societies, but they can be appointed from Valparaiso, 
with an advance notice. 

GANGWAY WATCHMAN: Available, at Master's option and request. 
HATCHES: Opening and closing by ship's crew. 

CUSTOMS ALLOWANCES: Reasonable amounts of tobacco and 
spirits for personal use permitted out of bond. 

CARGO GEAR: Loading and discharging operations can be performed 
by ship's gear or shore equipment. 

REPATRIATION: Crew changes and repatriations can be effected 
through Santiago International Airport, 450 km. to the South. 
AIRPORT: 20 km. from Coquimbo is located La Florida domestic airport, 
served by daily flights. In Santiago, the capital, international connections 
can be found to different countries. 

TIME: Official time zone is GMT minus 4 hours. Summertime (GMT 
minus 3 hours) is kept from October to April. 

HOLIDAYS: January 1st; Holy Week (Friday, Saturday and Sunday, at 
the end of March or beginning of April); May 21st; June 29th; 
August 15th; September 18th and 19th; October 12th; November 1st; 
December 8th and 25th. 

POLICE/AMBULANCE/FIRE: Telephone numbers are Police 133, 
Ambulance 311101, Fire 132. 

EMERGENCY COORDINATION CENTRE: Port Captain. Tel: 311055. 
VHF Channel 16. 

TELEPHONES: No ship connections. 

SERVICES: No special services or specialised nautical supplies. Some 
minor electronic repairs and compass adjusting available. 

BANKS: A number of Chilean banks are established in Coquimbo. 
STORING: Available. In small quantities, supplies can be delivered by 
motor boat. Mainly, storing is carried out by trucks alongside, shore 
personnel and fork lifts available to assist. 

Customs Regulations are ship chandler’s matter. 

SHIP SUPPLY SERVICE: There are ship chandlers in Coquimbo. They 
can be appointed through Agents. 

SHORE LEAVE: Permitted. 

IDENTIFICATION CARDS: Every crew member going ashore must 
carry his shore pass, issued by Immigration. 

DELAYS: Some delays can be expected during Summer season, as 
traffic is greatly increased by fruit exports. During the rest of the year 
there are no delays. 

GENERAL: As a result of the increase in fruit exports, reefer warehouse 
Capacity has been increased. 

DEVELOPMENTS: No developments planned in the near future. 
AUTHORITY: Empresa Portuaria de Chile, Administracion del Puerto 
Coquimbo, Cas 10-D, Melgarejo 676, Coquimbo. Tel: 313606. 
Telex: 220005. FAX: 326146. Cables: Coquimbo Port — Empor Cl. 
Contact: Danilo Astudillo Espinoza, Port Administrator. 


CHILE 


CORONEL: 37.02 S. 73.10 W. (See Plan) 
DOCUMENTS: See “General” before first port. 

PILOTAGE: Compulsory. The Pilot should be requested at Talcahuano, 
or Port Captain at Coronel on VHF Channel 14. Pilot boards vessels in 
front of Punta Pochoco. 

RESTRICTIONS: Berthing/unberthing during ea hours only. 
TUGS: Tug reguired for berthing and should be requested at 
Talcahuano. 

BERTHING: Mechanical Pier: Depth 40 ft. Max. LOA 220 m. There are 
3 mooring buoys, and the vessel berths starboard size alongside. Port 
anchor is used with up to 8 shackles. Loading rate 200 t.p.h. Vessel will 
be required to shift so that each hatch is under the loading arm. Vessel 
will berth alongside 4 dolphins and head lines and stern lines will be 
made fast to 2 pylons. The berth is exposed to Northwesterly winds and 
vessels should be ready to sail at short notice. 

MEDICAL: Doctors and hospital available. 

FRESH WATER: Available at a rate of 140 tons per day. 

FUEL: Not available. 

CONSULS: At Concepcion. 

TIME: Local time GMT minus 4 hours during the Winter season and 
GMT minus 3 hours during the Summer season. See “General” before 
the first port for dates of local time changes. 

AUTHORITY: Port Authority of Coronel, Avda. Coastanera s/n, Coronel, 
Chile. Tel: 711124. 


EASTER ISLAND: 27.09 S. 109.26 W. 


DOCUMENTS: Navy Port Authority: 

Last Port Clearance. 

Ship's Certificates. 

1 Crew List. 

1 Passenger List. 
Immigration: 

2 Crew Lists. 

2 Passenger Lists. 

Passport and Visas are required for all foreigners. 
Quarantine: 

Declaration of Health. 

Derat Certificate. 

International Vaccination Certificates. 
Customs: 

1 Crew Declaration List. 

1 Ship's Store List. 
PILOTAGE: The use of a pilot for anchoring is compulsory. The services 
must be requested from the Port Authority. 
ANCHORAGE: The best anchorage is at Hanga Roa from October to 
April. Vessels should anchor outside the 16 fathom line. Anchorages in 
general are poor, and vessels should be prepared to sail at any time, 
with the onset of bad weather. 
HEALTH: In order to obtain free pratique, cable name and nationality 
of ship, number of crew and passengers, port of destination and agent, 
condition of health of all on board with details of any sickness. 
RADIO: Pascua Radio, call sign CBV-3, on duplex R/T 2182 kHz and 
VHF Channel16 for telephone connections (listens throughout 
24 hours). 
VHF: Radio Station and Port Captain Authority. VHF service facilities 
peer al Channel 16. 
BE ING: Berths available for passenger ships at Hanga Piko and 
Hanga Roa. 
MEDICAL: No advance notice except in case of serious illness, which 
should be included in the arrival cable. Restricted hospital facilities 
available. 
TANKERS: Vinapu- Terminal (Lat. 27°10’ 45’S., 
109° 24’ 20" W.). Discharge line 6 in. No slop facilities. 
DENSITY: 1025. 
FRESH WATER: A small amount of fresh water can be supplied by 
barge, order through Agent. 
FUEL: Diesel and kerosene available at Vinapu Terminal. Lubricants 
available from mainland. 
CONSULS: None. 
REPAIRS: No facilities available. 
SURVEYORS: None available. 
CERTIFICATES: Construction Certificate. Safety Equipment Certificate. 
Radio Safety Certificate. Load Line Certificate. Certificate for receipt of 
light dues. 
CUSTOMS ALLOWANCES: Only normal allowances for crew. 
REPATRIATION: Crew change and repatriation are possible. 
AIRPORT: Distance 2 miles. Served by Lan Chile, 2 flights weekly, 
Santiago-Pascua/Tahiti and vice-versa. 
TIME: Summertime: From the second Saturday of October to the 
second Saturday of March, GMT minus 5 hours. 

Wintertime: From the second Saturday of March to the second 
Saturday of October, GMT minus 6 hours. 
HOLIDAYS: New Year's Day; Easter Day; Labour Day; Christmas Day; 
Independence Day; Corpus Christi Day; America Discovery Day; All 
Saints Day. 
POLICE/AMBULANCE/FIRE Police, Tel. 223219 or 133; Ambulance, 
Tel. 223215 or 131; Fire, Tel. 132. 
EMERGENCY CO-ORDINATION CENTRE: Maritime Governor, Hanga 
Roa, Search and Rescue, Tel. 223222. 
SERVICES: Radar repairs. R/T repairs. Divers available for surveys and 
limited underwater repairs. 
BANKS: Banco del Estado de Chile, Tel. 223221. 


(See Plan) 


Long. 


389 


———s 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englang 


SHIP SUPPLY SERVICE: Not available. 

SHORE LEAVE: No restrictions. 

IDENTIFICATION CARDS: Not required. 

AUTHORITY: Gobernador Maritimo de Hanga Roa, Avda. Apina s/n, 
Isla de Pascua (Easter Island), Chile. Te/: 22322, 223567. FAX: 032- 
208020. Contact: Lt. Luis F. Gracia Tapia, Captain of the Port. 


GUAYACAN: 29.58 S. 71.22 W. (See Plan) 


PORT LIMITS: A line joining Punta Miedo on Northern side of entrance 
and Punta Herradura on Southern side. 

DOCUMENTS: See “Coquimbo”. 

PILOTAGE: Compulsory. All foreign vessels must pick up Pilot in 
Coquimbo. Chilean vessels can proceed to Guayacan and pick up Pilot 
inside the port limits. Pilotage service is requested through Agent. 
ANCHORAGES: The bay is well sheltered and has good holding ground. 
Best place to anchor can be found heading on the entrance leading 
marks (140° True) and dropping anchor in 33 m. depth. Nevertheless, 
vessels awaiting berth must proceed to Coquimbo for an anchorage. 
RESTRICTIONS: No night-time or tidal restrictions. Vessels can moor 
24 hours day. 

MAX. SIZE: Ore Pier: LOA 315m., beam 50 m., draft 16.20 m. and 
200,000 d.w.t. 

Oil Pier: LOA 190 m., draft 12.0 m. and 41,000 d.w.t. 

HEALTH: See “Coquimbo”. 

RADIO: See “Coquimbo”. 

VHF: See “Coquimbo”. 

RADAR: No service available. 

TUGS: No rugs available. 

BERTHING: The ore pier, of steel construction with a concrete deck, is 
700 ft. long and located at the N.E. part of the bay. A total of 10 mooring 
bitts are available on the main pier, with 2 each on mooring dolphins to 
the South and North of the pier. Two twin mooring buoys, 1 North and 
1 South, a distance of 350 ft. and 410 ft. from each dolphin and slightly 
inshore of the pier, are also available. A twin buoy to assist in docking 
and undocking is located 460 ft. to the West of the North end of the pier. 
Depth of water at the pier is 55 ft. at MLW. Max. draft 16.2 m. 
MOORING: Vessels dock port side to the pier. On approaching the pier, 
the starboard anchor is dropped at a position indicated by cross bearing 
on markers located on the shore to the N.E. and at the South end of 
the pier and the shore. Lights are located on the markers for night 
docking. 9 shackles of cable are laid. 

Two motor launches assist in rope handling to the pier and buoys. 
Sufficient deck crew must be available at all times to shift the vessel if 
required and to adjust moorings during loading. 

Engines must be available at short notice. Permission for any major 

repair to the engines at the dock must be obtained from Maritime 
Authorities. 
LOADING: In the case of combination ore carrier/tanker type of vessel, 
the Master must present a Gas-Free Certificate before Notice of 
Readiness will be accepted. Such certificate may be obtained from a 
Coquimbo firm and request for same should be included in the 96 hours 
ETA message, reporting if there is or there is no tank gas detecting 
instrument on board. 

The loading boom extends 51 ft. from the face of the pier and can be 
retracted 22 ft. It may be raised or lowered 18° from the horizontal when 
loading. 

The tower is mobile with a run of 390 ft. Clear height (above HWL) is 
18.0 m. Vessels may have to be shifted. Aft hatches should be loaded 
first, when possible, to facilitate efficient loading. When not loading the 
rig is parked at the centre of the pier with the boom in a vertical position 
inside the pier face. In the horizontal loading position the boom is 40 ft. 
from the water at LWL and vessels should be ballasted to ensure hatch 
coamings and other fixed structure at the hatches have a height less 
than 40 ft. above water at LWL. Booms and other tackle should be 
cleared from all hatches. 

Rated loading capacity is 3,000 t.p.h. 

Emergency stops only are permitted on the conveyor system. Vessels 
on which cargo reaches coamings should note that 390 tons are on the 
belts between the stockpiles and the ship and this must be cleared before 
stopping the system. 

Cargo is belt trimmed only. Hire of trimmers, if required, is for vessel's 
account. 

On completion of loading, the vessel shall leave the pier. Delays of 
port operations including delays of other vessels awaiting berth, caused 
by a vessel which for any reason is not prepared and able to move from 
the pier when so ordered, are chargeable to the vessel which causes 
such delays, at the rate of $4,000 per day or at the demurrage rate of 
any other vessel that may be delayed — whichever is higher. 
BALLAST: Vessels should be ballasted to meet the loading tower 
information given and to ensure safe handling. Wind condition can make 
docking of light vessels difficult. Ballast may be discharged at the pier 
while loading. Upper wing tanks emptied by gravity should have covers 
fitted over discharges. Vessels are liable to fines by Maritime Authority 
for any oil or other contaminate discharged in the bay either from tanks 
or from pumping bilges. 

TANKERS: There is an oil terminal with 2 mooring buoys for the 
discharge of clean products. Max. permitted draft is 12.0 m. Discharge 
is performed with ship's pumps. 

Hose connection to the oil terminal is 8 in. diameter and is connected 
on the starboard side. Max. working pressure is 80 p.s.i., which makes 
an approximaste average delivery rate of 450 cu.m./hr. 

No me or ballast storage capability. No special equipment for spill 
control. 

Vessels use both anchors and 2 buoys on the port and starboard 
quarter. 

MEDICAL: See “Coquimbo". 
DENSITY: 1025.5. 
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FRESH WATER: Not available. 

FUEL: Diesel oil available at the Ore Pier by truck. Agent require 
72 hours’ prior notice. 

FIRE PRECAUTIONS: Usual precautions for tankers. 

CONSULS: See “Coquimbo”. 

REPAIRS: See “Coquimbo”. 

DRY DOCKS: None. 

SURVEYORS: See “Coquimbo”. 

GANGWAY/DECK WATCHMEN: Available, at Master's option. 
HATCHES: Opening and closing by ship's crew. 

CUSTOMS ALLOWANCES: See “Coquimbo”. 

CARGO GEAR: Shore gear used at Ore Pier. 

REPATRIATION: See “Coquimbo”. 
AIRPORT: See “Coquimbo”. 
HOLIDAYS: See “Coquimbo”. 
POLICE/AMBULANCE/FIRE: See “ 
EMERGENCY CO-ORDINATION CE! 
TELEPHONES: No ship connecitons. 
SERVICES: See “Coquimbo”. 

Mail for vessel and crew should be addressed care of ship's Agent a 
Coquimbo, all mail that is received for holding by the Agent will be 
delivered to the vessel upon arrival. 

Do not have parcel post packages sent, as they must go through 
Customs in Santiago and are delayed from 2 weeks to a month for they 
despatch. 

Spare or repair parts for the vessel should be sent via air express, 
addressed to the ship, care of ship's agent at Coquimbo, Chile an 
marked “Ship's Stores in Transit”, so as to avoid paying Customs duties 
Information regarding the shipment should be sent to the Company via 
air mail correspondence. 

A limited supply of provisions is available, but requests should be sen 
by radio 48 hours prior to arrival. 

BANKS: See “Coquimbo”. 

STORING: See “Coquimbo”. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Issued by Immigration. 

DELAYS: Usually no delays. 

AUTHORITY: 

Ore Pier: Cia. Minera de Pacifico, Pedro Pablo Munoz 675, La Serena, 
Chile. Tel: 215505. Telex: 220022 CMP LS CL. 

Oil Terminal: Cia. de Petroleos de Chile, Camino La Herradura sin, 
Coquimbo, Chile. Tel: 312424. Telex: 240048 COPEC CL. 


uimbo”’. 
E: See “Coquimbo”. 


HUASCO: 28.27 S. 71.14 W. 


DOCUMENTS: 
1 Clearance from last port. 
12 Cargo Manifests, or 2 “Nil Cargo Manifests. 
6 Passenger Lists, or 3 “Nil Passenger Lists. 
7 Crew Lists. 
4 Stores Lists. 
3 Crew Personal Effects. 
2 Stowage Plans. 
3 Per Passenger Baggage Declarations. 
1 Heaith Certificate. 
2 pp Cargo Manifests. 
PILOTAGE: Compulsory for every vessel mooring at Guacolda | and a! 
Guacolda Il. 

Vessels wait for Pilot within area below: 

(1) Lat. 28° 27’ 24” S., Long. 71° 15’ 29” W. 

(2) Lat. 28° 27’ 24” S., Long. 71° 15’ 05” W. 

(3) Lat. 28° 27’ 37” S., Long. 71° 15’ 05” W. 

(4) Lat. 28° 27’ 37” S., Long. 71° 15’ 29” W. 

ANCHORAGES: Large vessels’ anchoring ground is 2.0 cables N.N.E 

of Cayo Isle in 24m.— 26m., sandy bottom. Small vessels can 

pocorat 2.0 cables 090° from Cayo Isle in 12m. of water, sandy 
ttom. 

Depth is generally moderate and level with a sand and shell bottom 
While at the maritime terminals of Guacolda | and II it is quite deep, 
around 16m. to 50m., which has to be taken into account when 
anchoring. The bottom at these terminals is mud, offering good holding 
ground. 

Vessels can anchor without Pilot in the “Pilot Waiting Area”. Pilot is 


(See Plan) 


compulsory for anchoring in the anchorage. 
MAX. SIZE: See “Berthing”. 
RADIO: 

Station 
Call Sign Category Frequency Type Receives Transmits Schedule 
Huasco (H3E) 2MHz A3 2182 2182 H 24 
CBH-24 


VHF: Vessels can communicate with the Port Captain to advise their 
arrival and must call the Pilot Station 4 hours before arrival through 
Channel 16. 

TUGS: 14,100 h.p. available. At Huasco there are 3 motor launches 
for use of Pilot. 

BERTHING: There are 2 cargo terminals in service, Guacolda | fo 
general cargo and Guacolda II, the mechanised one, for loading iron ore 
and “pellets”. Guacolda | is operated by Empresa Electrica Guacolds 
S.A., and Guacolda ll by Compania Minera del Pacifico S.A. Thé 
particulars of these installations are: 


Guacolda | Guacolda II 
Max. LOA 240.0 m. 315.0 m. 
Max. Draft 13.5 m. 25.0 m. 
Max. Air Draft _ 23.6 m. 
Max. Loading Rate _ 6,000 t.p.h. 
Loading Arm Reach _— 42m. 


guacolda | Terminal: Normally used to discharge coal and general 


Anew mechanised coal unloading system is being installed by its new 
owners, and is expected to become operational by 1995. 
guacolda |! Terminal: Used for loading iron ore in “pellets”, discharging 
fyels and supplying bunkers. 
warping the Vessels: Vessels docking at Guacolda | must have at least 
glines of 220 m. forward and 7 lines of 220 m. aft. For docking at 
Guacolda Il, vessels must have 12 lines, 8 lines of 220 m. and 4 lines 
of 240 m. 
STEVEDORES: There are 86 stevedores for doing the work on board. 
Working hours are 0800 — 1530, 1530 — 2300 and 2300 — 0800. 
MEDICAL: Hospital at Huasco. 2 dentists and 2 doctors also available. 
There is a more specialised hospital in Vallenar, about 50 km. from 
Huasco. 
TANKERS: Tankers berth at Guacolda | and Il, see “Berthing”. 
DENSITY: 1026. 
FUEL: Diesel oil and heavy oil available at Guacoida Il, average rates 
for diesel 100 cu.m./hr. and heavy oil 200 cu.m./hr. Connection of hoses 
by shore personnel. 
CONSULS: None. 
REPAIRS: Only for the repair of minor craft. 
OPENING/CLOSING HATCHES: By crew or stevedores. 


CERTIFICATES: 

Safety Construction Certificate. 

Safety Equipment Certificate. 

Safety Radio Certificate. 

Load Line Certificate (1966). 

Tonnage Certificate (1969). 

Oil Record Book. 

Responsibility for Pollution of Water Certificate. 
Gas Free Certificate: Compulsory for OBO type vessels when the last 
cargo was fuel. The inspection must be requested from Port Captain, 
who sends an inspector and makes the certification. 


CUSTOMS ALLOWANCES: Tobacco: Each man 500 cigarettes per 
week. Wine and spirits: Each man 2 bottles of wine or spirits per week. 


REPATRIATION: Crew changes and repatriation possible. 
AIRPORT: Nearest commercial airport is at Vallenar, 52 km. away. 


TIME: Local time is GMT minus 4 hours during the Winter season and 
GMT minus 3 hours during the Summer season. See “General” before 
first port for dates of local time changes. 


EMERGENCY CO-ORDINATION CENTRE: Capitania de Puerto 
Huasco. VHF Channel 16; HF 2182 kHz. Telephone No. 531011. 


HOLIDAYS: New Year's Day, Christmas, Hispano America’s Day, 
Independence Day, Army Day, Navy Day, Saint Peter and Paul's Day, 
September 11th, Assumption Day, November ist, Memorial Day, 
Corpus Christi and Immaculate Conception. 


TELEPHONES: Local and outward service. 


STORES: It is possible to obtain provisions in limited form. Requisition 
must be made in advance. 


SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Passport or Seaman's Book. 


GENERAL: Zone for ballast: it is prohibited to deballast in port except 
clean water from deep tanks. For any other kind of ballast authorisation 
should be requested first from the maritime authority who will indicate 
the appropriate place. 


SHIPMASTER’S REPORT: September 1986. 
Communications: Initial cables were sent via Portishead Radio but when 
in range Valparaiso Radio was used. There is no shore station at 
pare On approach to the port contact was made by VHF on Channels 
and 14. 
Approaches: As per “Sailing Directions”. The pilot boarding area is in 
Position 090° — 1,200 m. from Guacolda light. 
Pilot ladder to be rigged on the port side. As this vessel is over 200 m. 
2 Pilots were used. 
Berthing/Berth — Guacolda II: Off the berth the starboard anchor is let 
go to 8 shackles on deck and then held. The vessel is then manoeuvred 
in towards the loading dolphins, checked with the anchor and laid parallel 
to the loading arm dolphins about 8.0 m. off. When close enough lines 
are run to the buoys forward and aft. These together with the anchor 
hold the vessel in position off the dolphins. When moored the vessel is 
made fast to 3 buoys fore and aft. 1 buoy ahead and 2 to the landward, 
eat astern and 1 seaward and 1 landward. 2 lines are made fast to 
ch buoy. 
Foch took just over an hour from the time the Pilots boarded till 


Pilots advise that there is about 22m. of water at the berth. 
Arrival Formalities: 

Pratique: Radio Pratique was requested by radio via the Agents but 
this was not given as the necessary formalities are carried out on 
berthing. The standard Maritime Declaration of Health is required. 

Agriculture Inspection: The galley, refrigerators and provision store 
lh are inspected. No fruit or vegetables are to be landed from the 


Customs: 3 copies of Crew Personal Effects were made up and 
Completed prior to arrival and found acceptable. Only the bonded stores 
(Spirits, tobacco and cigarettes) were sealed. 

Immigration: Shore passes for all personnel are required and these 
MUST be collected and retuned prior to sailing. No restrictions on shore 
oa kg no curfew. A launch service to Huasco (15 minutes away) is 

e. 


CHILE 


Arrival Documents: 

Maritime Declaration of Health. 
Crew Personal Effects Lists. 
Crew Lists. 

Stores Lists (Deck and Engine). 
Stores Lists (Provisions). 

‘Nil’ P r List. 

‘Nil’ Cargo Manifests. 

Register, Derat, etc., required to be sighted. 

Loading: The loading of the iron ore pellets commenced once Pratique 
had been granted and was, with the exception of shifts and shore break- 
downs, continuous. The nett loading time was 44 hours and this gave 
an average loading rate of 2,679 tonnes/hr. 

Shifting ship was necessary to reach the end holds and was carried 
out by ship's personnel. Rigging gangs are available to assist in shifting 
and they remain onboard throughout. Before arrival the Agents had 
inquired if these gangs were required but | advised that the ship's 
personnel would carry out the shifts. No difficulties were experienced 
iyi S but long lines to the buoys ahead and astern are essential. 

As the vessel is kept off the dolphins at all times there is no access 
to the shore except by launch which is kept alongside for draft checks. 
As the shore weigh-bridge is not reliable all tonnages are by drafts. The 
after accommodation ladder is used for access to the vessel. 

The final Bill of Lading figure is by draft survey — carried out by ship's 
personnel. 

Departure: Final documentation is completed onboard and takes about 
an hour after completion of loading with the Port Captain boarding to 
give a clearance. 

All passes are checked and the Master signs a Declaration to the 
effect that all personnel are onboard. 

The Pilot disembarks as soon as the vessel clears the moorings using 

the accommodation ladder. 
General: Provisions/Supplies: No fresh water or fuels available but fresh 
provisions in season can be supplied and appear to be of reasonable 
quality and price — £0.45 for a kilo of tomatoes and £8.28 for a case of 
oranges for example. 

Postage: Mail from the UK took about 7 days to reach Huasco. 
Deliveries are made at noon. 

Telephone: Available from the Agent's office. Local line to Vallenar 
then International. 

Repairs: Main Engine maintenance can be carried out but the vessel 
must be ready for sea within 3 hours at any time. A formal request is 
required should immobilisation be required. 

Tugs: There are no tugs. 3 mooring boats are used and are in contact 
with the vessel by VHF. 

Shore Contact: The loading foreman keeps in contact with his office 
every 3 hours using the ship’s VHF. 


SHIPMASTER’S REPORT: March 1988. 

The vessel loaded 149,000 tonnes of iron ore pellets at Guacolda II. 
The vessel is a combination carrier built in 1986, 280 m. length, 45 m. 
beam and 152,300 tonnes d.w.t. 

Berthing: The vessel is required to send out 2 mooring ropes to each 
buoy, wires are not acceptable. The buoy pattern is similar to that on 
the plan in “Guide to Port Entry”. As the ropes are sent out long before 
the vessel is near the pier the ropes must be more than 330 m. long. 
As a normal mooring rope is 220m. long, this could cause 
embarrassment and delay if the vessel is not sufficiently prepared. 
Bulk cargo facilities: The loading arm at Guacolda || can serve a 110 m. 
long section of the vessel. For holds more than 110 m. away, the vessel 
has to be shifted. 

Density: 1025.5. 

Services: |f the Master pays cash for the purchase of provisions worth 
more than U.S.$1,000, the amount must then be handed over to the 
Agent and the Agent will in turn arrange for the ship chandler to receive 
the money. This is required by local regulations. 

Repatriation: Crew repatriation is by bus to Santiago. Local law requires 
drgiege. crew members to enter the country 48 hours prior to the arrival 
of the vessel. 


SHIPMASTER’S REPORT: March 1992. 

Vessel: Combination Carrier. LOA 280 m., beam 45 m. and 152,300 tons 
d.w.t. 

General: As per latest Regulations, Maritime Authority of Chile requires 
all vessels, coming from foreign ports, to renew all ballast water on board 
before entering 12 miles zone off Chilean coast. 

Times, dates and positions of starting and completing this deballasting 
and ballasting is to be recorded in Deck and Engine Log Books. A copy 
<3 bi log book entry is to be handed over to Harbour Master upon 

thing. 

Position reports (SISNAV) are to be sent to “Directemar Valparaiso” 
when entering, transitting or leaving Chilean waters. Details are given 
in “Guide to Port Entry” and Admiralty Lists of Radio Signals. 
Documents: Documents required are Cargo Manifests, Passenger List, 
Mail List, Crew List, Ship's Stores List, Crew Personal Effects List, Health 
Certificates/Vaccination List, Bonded Stores List and List of Ports called 
in the last 6 months. 

Anchorage: Small vessels can anchor very close East of Cayo Island. 

Large vessels can anchor in deep waters about 7 cables N.N.W. of 
Cayo Island. 

Approaching/Anchoring: When approaching from South, it is best to 
come up to Lat. 28° 26'S. (i.e. to a parallel about 3 miles North of 
Guacolda Light) before turning to starboard and head on course 090°. 
Continue on 090° until intended anchor position is bearing about 130°. 
Turn to starboard and head on course 130° and approach anchoring 
position with as little headway as possible. At night, due to powerful 
background shore lights, Cayo Island Light is not visible until less than 
one mile off. As depth is more than 50 m.., it is preferable to carry out 
whole anchoring under power. (Vessel anchored with Cayo Island Light 
bearing 163° (T) 7 cables off, with 11 shackles in water. When swung 
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to flood stream and heading North, clearance from Cayo Island is about 
4.5 cables.) 

Caution is necessary if fixing by G.P.S. while approaching, as the Plan 
Chart of Huasco is out in Longitude by about 6 cables (i.e. if approaching 
by G.P.S., the Longitude obtained by G.P.S. must be increased by 
0.70 minutes before plotting it on Chart). In other words, Cayo Island 
Light is charted in position Lat. 28° 27.5’ S., Long. 71° 14.3’ W., but its 
actual position as obtained by G.P.S. is Lat. 28°27.5'S., Long. 
71° 13.6’ W. 

Pilotage: Pilot is not required for anchoring off Cayo Island. 

If berthing directly, Pilot boards 090° x 1,200 m. from Guacolda Light. 
If at anchorage off Cayo Island, Pilot boards at anchorage for berthing. 
Free Pratique/Arrival Formalities: Radio Free Pratique is not granted. 
Vessel must enter port with “Q” flag flying. Combination ladder must be 
ready on port side on arrival. All authorities (Harbour Master, Customs 
Officer, Doctor, Agriculture Inspector and Agents) board vessel after 
anchoring. Ship's provision stores, refrigerated stores, galleys, mess 
rooms, etc., are inspected and Free Pratique is granted. 

If vessel's Derat Exemption Certificate has expired, it can be granted 
here, but same is valid till next port or for one month only. 

Permission for ship's side painting and immobilisation of engines, etc., 

is usually granted. 
Berthing: (Guacolda I Terminal): Always port side alongside. Six lines 
(220 ay are used forward and 6 lines (220 m.) are used aft. One tug 
and 2 mooring boats are used. If proceeding to berth from Cayo Island 
Anchorage, vessel heads in general direction and line provided by 
leading lights (223°), situated on the head of Guacolda I! Terminal. 
Starboard anchor is lowered to 2 shackles in water in advance. When 
leading lights (131°) are in line, starboard anchor is dropped and cable 
allowed to run out to 4 shackles in water, thereafter, gradually paid out 
to 8 shackles as vessel moves forward towards berth until leading lights 
(143°) are in line. The depth, where anchor is dropped, is about 50 m. 
While tug is renee | forward vessel is manoeuvred, bringing bow close 
to forward dolphin. Two breast ropes are passed from port bow to the 
buoy, which is at that time almost right ahead, and in final position 
becomes 90° from bow. Once the 2 breast ropes are fast, the tug comes 
to the starboard quarter and pushes the stern in and 2 lines are passed 
from port quarter as breast ropes. At this time there is too much weight 
on forward breast ropes, so they should be good ropes and both must 
have equal weight. Other lines are pi once port bow and port 
quarter breast lines are fast and vessel is parallel to dolphins (on a 
heading of 310°). 

Mooring sequence goes as follows: 

Forward: 2 port breast lines, 2 head lines, 2 starboard bow lines. 
Aft: 2 port quarter breast lines, 2 starboard breast lines and then 2 stern 


ropes. 

The first 2 ropes forward and aft should be a minimum of 220 m. 
length or preferably made longer temporarily by joining 2 ropes together 
with a piece of line for initial eat to buoys by mooring boats. 

Berthing operation is not carried out if wind speed is more than 

7 m/sec. 
Loading: Loading is by a conveyor loader, which can travel in a circular 
arc. Two dolphins are in line with it’s forward and aft extremity. While 
berthed, head ropes and stern ropes are adjusted to bring vessel to best 
position for loader to cover all hatches. When mooring is taking place, 
loading arm operator tries out positioning of the loading arm over various 
hatches and advises Pilot regarding shifting, etc. 

Vessel is kept about 5.0 m. clear from dolphins (Small vessels are 
kept about 10.0 m. from dolphins). Max. loading le of vessel that 
can be covered by loader is 110 m. For loading in holds beyond the 
reach of loader, vessel has to be warped. For shifting more than 50 m., 
Pilot has to be called. 

Loading rate rarely exceeds 4,500 tonnes/hr. 

Mischellaneous: “Campania Minera del Pacifico” (known as CMP) are 
the shippers for all consignments and own all loading instalments at 
Huasco. Due to some regulation of CMP, loading must begin within 
8 hours of presenting N.O.R., otherwise fresh N.O.R. is to be tendered. 

Nearest major town is Vallenar (50 km.), which has shopping centres 
and specialised medical facilities. 

Bunkers are available at Huasco in limited quantities. Fresh water is 
only available by truck from Vallenar and is very expensive (about 
U.S.$ 16.00 per tonne). 

Whilst alongside, a boat is required for access to the shore. 

Usually Pilot acts as shipper’s representative and signs Hold 
Inspection Certificates, Draft Survey Forms, etc. Final Bill of Lading 
figure is taken from ship's Draft Survey. 

Harbour Master, Custom Officer, etc., board again before departure 
for Port Clearance. 

All shore passes are to be returned. 

Provisions procured are of good quality and are not expensive. As 
per Port Regulations, cash for provisions is to be handed over to vessel's 
Agent, who converts into local currency and pays Chandler. 

Pilot disembarks as soon as all lines are cast off and anchor is aweigh, 
i.e. when vessel is just a few hundred feet from berth. Head on a course 
000° until about 1 mile North of Guacolda Light., then turn to port and 
head on course 270°. 

All Authorities, Agents, Pilots and loading supervisors, etc., were found 
to be very helpful and cooperative. 


AUTHORITY: Capitania de Puerto Huasco, Calle Concheria 104, 


Huasco, 111 Region, Chile. Te/: 054-531011. Contact: Hernan Paredes 
Benavides, Port Captain. 
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IQUIQUE (including Patillos Cove): 
20.12 S. 70.09 W. (See Plan) 


PORT LIMITS: The area inside the following geographical points: 
(1) Lat. 20° 11’ 10” S., Long. 70° 09’ 30” W. 
(2) Lat. 20° 11’ 10” S., Long. 70° 08’ 09” W. 
(3) Lat. 20° 12’ 05” S., Long. 70° 09’ 30” W. 
DOCUMENTS: 
For vessels coming from foreign countries: 
Clearance from last foreign port. 
Crew List. 
Passenger List. 
Manifest of hazardous cargo (when applicable). 
Insurance policy against contamination (for tankers). 
International Maritime Health Declaration. 
Derat Certificate. 
Tonnage Certificate. 
Radio-telegraphy safety Certificate. 
Certificate of equipment. 
Lighthouses and buoys Certificate. 
Freeboard Certificate. 
Construction Certificate. 
For vessels coming from another Chilean port: 
Clearance from last port. 
Crew List. 
List of passengers. 
Manifest of hazardous cargo (when applicable). 
PILOTAGE: Compulsory. During the day, the Pilot cutter displays the 
“H” flag of the International Code, and at night the lights prescribed by 
the International Regulations. 
There is a pilot boarding area between the following geographical 
points: 
(1) Lat. 20° 11’ 10” S., Long. 70° 09’ 30” W. 
(2) Lat. 20° 11’ 10” S., Long. 70° 09’ 11” W. 
(3) Lat. 20° 11’ 25” S., Long. 70° 09’ 11” W. 
(4) Lat. 20° 11’ 25” S., Long. 70° 09’ 30” W. 
There is no restriction on berthing and unberthing. Manoeuvres take 


place 24 hours. 
The telegraphic address for the Pilot is “Marit Iquique TLX 323156 
1QQ CK”. It is necessary to give prior notice of Pilot requirement 72 hours 


and 24 hours ahead of arrival, indicating maximum draft. 

Channel for calling the Pilot is VHF Channel 16, working is on 
Channel 8. The Pilot Boarding Area is beyond the port limits. 
ANCHORAGES: Access: Access to the bay is not difficult. The entrance 
and/or exit of the port has intense fishing boat traffic. 

Anchorages: There are 3 established anchorages which can be used 
without a pilot onboard. 

The anchorage locations are as follows (bearing and distance from 
lighthouse Molo de Abrigo). 


Anchorage Demarcation Distance Depth 
(cables) (m.) 
A 325° 7.0 42 
B 303° 9.5 45 
290° 5.0 26 


Cc ‘ 

ee Anchorage “C” has a draft limitation due to a near sounding line 
of 12.7 m. 

To the West part of these anchorages, vessel may anchor freely, as 
the poe varies from 20 m. — 60 m. 
RESTRICTIONS: Mist occurs with greater frequency from December to 
March, and is generally slight and low which produces a danger when 
making a landfall. The general direction of the current is from South to 
North at a rate of 0.5 to 3 knots. This current is strong at Punta Gruesa, 
Cavancha and Punta Piedras. Fierce winds frequently occur from May 
to September but their action is very much less within the area protected 
by the breakwater. 


MAX. SIZE: 
Berths No. 1 and 2: Max. draft 9.2 m. 
Berths No. 4 and 5: Max. draft 9.3 m. 
Berths No. 6 and 7: Max. draft 9.3 m. 
Also see “Berthing” and “Tankers”. 


PRATIQUE: On arrival in port vessel will be received by the Health 
Authority, and if everything is in order, by the Maritime Authority and 
Customs. It will then be granted “Free Pratique”. In the event of illness 
or fever on board, contact must be made with the local Agent who will 
inform the medical authorities. 
RADIO: The best way for the vessel to pass ETA messages, both to 
Agents and to the Maritime Authority, is to “Maritgob Iquique” via Playa 
Ancha Radio — CBV. 
VHF: “Iquique Radio” controls the maritime traffic and there is VHF 
equipment to facilitate communications between vessel and Pilot, calling 
up on Channel 16. The Pilot and tug use walkie talkies which have 
Channel 16 and Channel 8. The Port Authority operates on Channel 62. 
TUGS: 11,200 h.p., 1x 1,690 h.p. and 1x2,000 h.p. 
BERTHING: Inside the breakwater are Berths No. 1, 2 and 3. No. 3's 
permanently used by a fishing vessels. On the mooring pier on 
the West side are Berths No. 4 and 5, and on the East side Berths No. 6 
and 7. 

Loading and discharging is by cranes and/or ship's derricks. 

Berths No. 1 and 2: Length 330 m. 

Berths No. 4 and 5: Length 330 m. 

Berths No. 6 and 7: Length 270 m. 
Patillos Cove: It is situated 33 miles South of Iquique. Vessels berth 
to 5 buoys, but must move to present each hatch to the port loader 
Mooring and unmooring operations must be carried out during daylight 
hours. 

The use of Pilot is compulsory. 

The loading of salt is carried out by means of a mechanical, stationary 
conveyor with capacity of 550 t.p.h. 


. Size: 
Mfax. LOA: 200 m 
Max. beam: 30m 
Max. draft: 12m. 
Max. d.w.t.: 40,000 tonnes 


Port Limits: Comprise a limited area between a line joining Point Cotitira 
and Point Patillo. — 
waiting Zone for Pilot: ; : 
Comprised of an area within the following geographical points: 

(1) Lat. 20° 44’ 18” S., Long. 70° 11’ 56” W. 

(2) Lat. 20° 44’ 20” S., Long. 70° 11’ 43” W. 

(3) Lat. 20° 44’ 38” S., Long. 70° 11’ 46” W. 

(4) Lat. 20° 44’ 36” S., Long. 70° 11’ 59” W. : 
CRANES: Berths not equipped with cranes for discharging operations. 
MEDICAL: In the event of any serious case or an emergency it is 
necessary to advise the Agent, otherwise advice should be by VHF 
Channel 16. Iquique port has a modern hospital and clinics with sufficient 
medical resources where crew members can be treated. 
STEVEDORES: Gangs of stevedores for ship and shore must be 
requested from the Port Authority who will give the final instructions. 

The port works 3 shifts, in the following schedules: 

ist shift: 0800 hrs. — 1530 hrs. 

2nd shift: 1530 hrs. — 2300 hrs. 

3rd shift: 2300 hrs. — 0630 hrs. 
TANKERS: Loading and discharging is by submarine line. There are 
no deballasting facilities in the Port. In front of El Colorado Beach there 
are three groups of buoys, each with 3 buoys, for mooring tankers. 

The North group is for the Esso Terminal, for loading or discharging 
clean or dirty products, and the South group is for the Copec Terminal 
for loading and discharging clean or dirty products. 
Esso Buoy: Located to the North, and with the following limitations: 


Max. draft allowed: 10.0 m. 

Max. LOA: 170.0 m. 

GRT: 15,000 

DWT: 26,000 
Copec Buoy: Located to the South part, and with the following 
limitations: 

Max. draft allowed: 12.6 m. 

Max. LOA: 228.0 m. 

GRT: 40,000 

DWT: 70,000 


Vessels which moor at the tanker buoys, either Copec or Esso, must 
berth with the bow heading 270°. Mooring must be made in daylight, 
unmooring anytime. 

FRESH WATER: Small quantities available by truck. 

FUEL: Quantities of less than 300 tonnes can be delivered by truck. If 
greater quantities required, vessel should proceed to the Esso or Copec 
buoys (see “Tankers’’). 


CONSULS: 
Bolivia Italy Spain 
Colombia Netherlands Sweden 
Denmark Peru Yugoslavia 


REPAIRS: Minor repairs can be effected at the Marco Shipyard. 

DRY DOCKS: There is 1 dry dock for vessels up to 500 tons. 
SURVEYORS: Lloyds, Bureau Veritas and A.B.S. 

GANGWAY/DECK WATCHMEN: It is necessary and compulsory for all 
vessels to have secuirty guard at the gangway, and in case of hazardous 
on the Maritime Authority requires a second guard. 
OPENING/CLOSING HATCHES: Crew or stevedores. 

CUSTOMS ALLOWANCES: It is permitted to have all that is required 
for normal consumption from the ship's store. 

REPATRIATION: There are no problems in repatriating crew, either for 
exchange purposes or for holidays, who have to travel back to their 
country of origin. 

AIRPORT: The airport of Chucumata is 30 minutes away by car, and 
there are connections by Lan Chile (National Airline) and Ladeco (Linea 
Aerea del Cobre) with foreign airlines at the Airport in Santiago de Chile. 
TIME: Local time is GMT minus 4 hours during the Winter season and 
GMT minus 3 during the Summer season. See “General” before the 
first port for dates of local time changes. 

HOLIDAYS: ist January (New Year's Day); 1st May (Labour Day); 
21st May (Navy Day); 2nd June (Corpus Christi); 29th June (Saint Peter 
and Paul); 15th August (Assumption); 11th September (Liberation 
National Day); 18th September (Independence); 19th September (Army 


Day); 12th ober (Race Day); ist November (All Saints’ Day); 
8thDecember (immaculate Conception) and 25th December 
(Christmas). 


There is also Holy Week which is a movable holiday between end 
March and middle of April. 
POLICE/AMBULANCE/FIRE: Police Tel: 133; Ambulance Tel: 422370; 
Fire Brigade Tel: 132; Maritime Rescue Tel: 137. 
TELEPHONES: There is no facility for connection on board. Telephones 
pe Pd less than 100m. from the vessel. Cellular telephones 

able. 

SERVICES: It is possible to obtain gangs for tank and hold cleaning. 
SHORE LEAVE: Permitted, no reaiaienal dy 
IDENTITY CARDS: Any crew member coming ashore is given an 
identity card by the International Police, card is returned when vessel sails. 


SHIPMASTER’S REPORT: September 1987. 
Vessel loaded a cargo of salt in bulk at Caleta Patillos (Patillos Cove). 
When 20 miles from the terminal the vessel should call “Caleta Patillos 
Radio on VHF Channel 16 and confirm ETA and advise vessel's 
Particulars, after which the radio station will advise a position for 
anchoring (Latitude and Longitude). Other vessels may already be 
anchored in the vicinity of the position allocated. 
Patillos Cove is nearly semi-circular, with a diameter of approximately 
one mile. The best anchoring position is close to the centre of the Cove, 
5 cables N.W. of the shiploader. The bottom is sand, with some 
Scattered small rocks and it proved to be a good holding ground with 
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moderate wind and heavy swell. (The Cove is absolutely unprotected 
and open to the Pacific Ocean. This vessel stayed 4 days in the 
anchorage, always rolling heavily, due to a western swell). 

Port Authorities and Agents board the vessel during regular working 
hours, either by the ship's gangway, or by the pilot ladder, depending 
on the state of the sea. At this time shore passes are issued to each 
crew member, and the ship's stores are checked by a Health officer, 
who may order some fruits and vegetables to be put under seal (before 
ship's sailing, he returns to check if the seals are still intact). 

Port Restrictions: Max. LOA 250 m., Max. draft 12.0 m. There is no 
restriction regarding airdraft, however, the vessel should avoid arriving 
in a too light condition, as the pilots may refuse to manoeuvre if the wind 
is anything more than light. 

Transport to and from the ship is undertaken by a launch called 
“Icaiza”, any time day or night, and which can be contacted via VHF, 
Channels 01 and/or 16. 

Fresh water is not available in Caleta Patillos, but stores and 
provisions, and also laundry service are available through ship chandlers 
from Iquique, who usually board the vessel on arrival. Bonded stores 
can also be obtained through the chandler, but in our case they failed 
to deliver them as there was no Customs Officer available to accompany 
and seal the stores. 

Berthing and unberthing is only undertaken during daylight hours, and 
during the manoeuvre the ship is assisted by a Pilot (who comes from 
Iquique), a tugboat (Motor Tug “Albatros II" — 1,200 h.p.), and 2 line- 
handling boats. 

The vessel must have at least 10 lines with a length of 250 m. each 
for mooring to 5 buoys. This is because the shiploader is of fixed type, 
and the vessel must shift every time it is necessary to change the loading 
from one hatch to another. The terminal can supply up to 3 lines with 
this length, and the remainder can be arranged by splicing the ship's 
ropes, if these are shorter than 250 m. 

For berthing, the starboard anchor, 2 head lines, 2 forward breast 
lines (port), 2 stern lines and 4 after breast lines (2 on port side, 2 on 
starboard side) are used. 

Shiftings from hatch to hatch are made any time day or night, but 
must be done with the assistance of a Pilot, tugboat and launches. (The 
Pilot is assisted by 3 men ascank J portable radios, one on the forecastle, 
one on main deck and one on the stern). 

The salt is loaded at a daily average of 10,500 tonnes (stowage factor 
32 cu.ft./ton) by a shiploader fitted with conveyor belt. Draft surveys are 
performed by a local surveyor upon berthing, before trimming and after 
conclusion of loading. 

The launch (‘“Icaiza”) must be used to go ashore even when the ship 
is moored to the buoys, since no direct access from ship to shore is 
available. The terminal (“Salinas de Punta de Lobos S.A.M.”) provides 
a free bus service to and from Iquique, 3 times daily. In Iquique, major 
attraction is the “ZOFRI”, the tax-free complex which is located in the 
northern part of that city. The salt is brought by trucks from a very 
interesting salt-mine located inland, and visits can be arranged through 
the Terminal’s Manager. 

If heavy swell is experienced in the Cove, loading operations are 
stopped, as the vessel rolls heavily in the berth. (In extreme cases the 
vessel must go out to the anchorage). 

On completion of loading, Port Authorities board the vessel again to 
check documents, collect shore passes and to issue the Sailing 
Clearance. If another ship is waiting for the berth, the loaded vessel 
must clear the berth and wait for the Authorities in the anchorage (on 
this occasion, we waited 12 hours as they were busy with other vessels 
in Iquique Harbour). 


AUTHORITY: Empresa Portuaria de Chile, Casilla No. 47-D, Iquique. 
Tel: 422848. Telex: 223054 Empor CL. FAX: 413176. Contact: Pedro 
Davila Pino, Port Manager. Patricio Allendes Munoz, Chief of 
Operations. 


LIRQUEN: 36.42 S. 72.59 W. 


DOCUMENTS: See “Talcahuano”. 
PILOTAGE: Pilot boards off end of pier. 
RESTRICTIONS: Night berthing is allowed. 
MAX. SIZE: Limited by draft. 


(See Plan) 


Berth Max. draft Max. LOA 
(ft.) (m.) 
No. 1 39 220 
No. 2 38 200 
No. 3 31.5 200 
No. 4 24.25 160 


HEALTH: No restrictions, except when the vessel comes from Peru. 
Maritime Health request 5 days notice for authorisation for berthing. 
VHF: Port maintains watch on Channel 16 throughout 24 hours. 
TUGS: 21,340 h.p. and one launch. 
BERTHING: See “Max. Size”. 
CRANES: Vessels use their own cranes and gear. 
CARGO HANDLING FACILITIES: Warehouses: 
covering an area of 59,400 sq.m. 
Equipment: 
(a) 41 forklifts with forks, clamps and/or press from 4,500 Ib. to 
22,000 Ib. lifting capacity. 
(b) 48 tractors. 
(c) 7 front loaders (large) with shovels for bulk and/or grabs for logs. 
(d) 1 decorticator with capacity to bark 800 cu.m. in one shift 
(7.5 hours). 
(e) 1 trackmobile to drag railway wagons. 
(f) 6 fertiliser bagging plants with capacity of 4,000 tons per day 
(24 hours). 


13 warehouses 
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Loading/Unloading Rates: 
(a) Woodpulp (loading): 13,430 tons in 3 shifts (24 hours). 
(b) Logs (loading): 12,250 cu.m. in 3 shifts (24 hours). 
(c) Fertiliser (unloading): 9,297 tons in 3 shifts (24 hours). 
(d) Pulp logs (loading): 18,522 pem. in 3 shifts (24 hours). 
Types of Cargo which were moved through the Port during 1993: 
(a) 31.66% logs. 
(b) 25.10% woodpulp and paper. 
(c) 13.69% fertiliser. 
(d) 19.51% lumber. 
(e) 10.04% general bing (including fish meal). 
The port also gives the service of storage and consolidation of 
containers. 
FRESH WATER: Available. 
FUEL: Diesel oil available. 
CONSULS: See “Talcahuano”. 
REPAIRS: Deck and engine repairs possible. 
GANGWAY/DECK WATCHMEN: Shore watchman required. 
SURVEYORS: Available. 
REPATRIATION: Facilities exist for repatriation of crew. 
AIRPORT: 16 km. to Carriel Sur Airport. 
HOLIDAYS: Port works all year round. 
SERVICES: Telephone, telex and fax. 
SHORE LEAVE: Crew members are allowed ashore. 
IDENTIFICATION CARDS: Shore pass is sufficient. 
GARBAGE DISPOSAL: Not available. 
WASTE OIL DISPOSAL: Not available. 
SEAMAN’S CLUBS: None. 
CURRENCY: Pesos. 
AUTHORITY: (Private Port) Puerto de Lirquen S.A., P.O.Box 173-D, 
Teatinos No. 220, Office No. 92, 9th Floor, Santiago de Chile, Chile. 
Tel: (56) 02-672941, (56) 02-671550. Telex: 240835 Pudel CL. FAX: 
(56) 02-6981698. Contact: Jaime Lea-Plaza or Juan Manuel Gutierrez. 
Lirquen: Recinto Portuario S/N, P.O.Box 937, Lirquen, Octava Region, 
Chile. Tel: (56) 041-451037. Telex: 260193 Pudel CL. FAX: (56) 041- 
451030. Contact: Jorge Baksai or Mario Olquin Zuniga. 


LOTA: 37.06 S. 73.10 W. 


DOCUMENTS: See “General” before first port. 

PILOTAGE: Compulsory. The Pilot should be requested at Talcahuano, 
Port Captain Coronel on VHF Channel 14. 

ANCHORAGE: N.W. of the Lutrin Light. The Pilot will board here. 
RESTRICTIONS: Berthing/unberthing during daylight hours only. 


TUGS: One tug required for berthing and to be requested at Talcahuano. 
MAX. SIZE: Length 160 m. Max. draft 27 ft. Also see “Developments”. 


BERTHING: Mechanical Pier: Vessels moor to 3 buoys, using both 
anchors, and lie with their bows heading 190°. The pier is 277 m. long, 
depth varies from 29 ft. at the head to 23 ft. at the 92 m. mark. 

Loading rate for coal 300 t.p.h. — 400 t.p.h. 
FRESH WATER: Available at a rate of 65 tons per day. 
FUEL: Not available. 
CONSULS: At Conception. 
TIME: Local time is GMT minus 4 hours during the Winter season and 
GMT minus 3 hours during the Summer season. See “General” before 
first port, for dates of local time changes. 
ay yaaa The pier is being extended by 37 m. and dredged 
to i 
AUTHORITY: See “Coronel”. 


MEJILLONES: 23.06 S. 70.28 W. 


DOCUMENTS: 
Vessels directly from foreign ports: 

5 Crew Lists. 

3 Passenger Lists. 

3 Stores Lists. 

5 Personal Effects Lists. 

3 Narcotics Lists. 

5 Import Cargo Manifests. 

11 Manifests for cargo destined for Bolivia. 

Vessels coming from another Chilean port: 

1 Crew List. 

1 List of Passengers. 

1 Stores List. 

5 Import Cargo Manifests. 

13 Manifests for cargo destined for Bolivia. 

PILOTAGE: Service carried out by the Pilot Corps of Antofagasta 
(65 km. from this port). Service is compulsory. Agent has to apply for 
the Pilot, and it is important to give arrival notice in good time. 
ANCHORAGES: Open bay very well protected and with deep water. 
MAX. SIZE: No restrictions. Vessels work cargo at anchor. 
HEALTH: Pratique is automatic for vessels coming from another Chilean 
port, otherwise it will be granted after Sanitary visit. 
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RADIO: Antofagasta radio station CBA-3. Listens out between 0800 hr 
and 1200 hrs. and between 1400 hrs. and 1800 hrs. 

Transmits 8,370 receives 8,354 Telegraphy H 00-30. 

Transmits 4,396 receives 4,091 Speech H 30-45. 

Transmits 8,780 receives 8,230 Speech H 45-60. 

The station is active listening out every 2 hours, i.e. 0800, 1000, 120 
1400, 1600 and 1800 hrs. 

TUGS: There are none available locally but can be supplied fron 
Antofagasta if needed. 

BERTHING: There are no berths. Vessels work cargo at anchor. 
Annaex or Proquim Terminal: 3 mooring buoys and a small platform fy 
connection for ammonia discharge. Max. length 180 m. (15,000 d.w) 
Flexible hose of 6 in., temperature — 32°C. 

Also see “Shipmaster's Report” dated August 1988. 
STEVEDORES: Agent to be informed before 1800 hrs. the day befor: 
arrival to order gangs. 

MEDICAL: There is a doctor in the port but no hospitals are availabe 
and patients are transported to Antofagasta. 

DENSITY: Sea water. 

FRESH WATER: No fresh water available. 

FUEL: Not available. 

REPAIRS: There are no workshops. Vessel repairs done by the crew 
are allowed. 

GANGWAY/DECK WATCHMEN: This service is recommended. 
OPENING/CLOSING HATCHES: This work can be carried out by crew 
and/or stevedores. Derricks operated only by crew. 

CERTIFICATES: 

Register Certificate. 

Tonnage Certificate. 

Radio Certificate. 

Safety Equipment Certificate. 

Derat Certificate. 

CUSTOMS ALLOWANCES: 200 cigarettes for each member of the 
crew besides the ones in the stores. One bottle wine/spirits per person 
One customs official stays on board. 

REPATRIATION: There are facilities for changing the crew. 
AIRPORT: 25 km. from Mejillones is the airport Cerro Moreno. To trave 
to U.S.A. one must go via ay There are daily flights from 
Antofagasta to Santiago, and from Santiago to U.S.A. with stops in 
various countries. 

TIME: There are two official times: 

Summertime: from the second Sunday in October to the second 
Saturday in March. Local time is GMT minus 3 hours. 

Wintertime: from the second Saturday in March to the second 
Saturday in October. Local time is GMT minus 4 hours. 

HOLIDAYS: It is possible to work on holidays with a surcharge of 100% 
New Year's Day; Maunday Thursday; Good Friday; 1st May; 21st May: 
Ascension Day; 18th September; 19th September; 12th October, 
1st November; 8th December; 25th December. 
POLICE/AMBULANCE/JFIRE: Police Tel: 7 Mejillones; Ambulance 
222370 Antofagasta; Fire 41 Mejillones. 

TELEPHONES: It is not possible to install lines on board. 

SHORE LEAVE: Members of the crew are allowed ashore. Shore 
passes are provided by the port. 

ey eee CARDS: Not necessary, only passport and boarding 
card. 


SHIPMASTER’S REPORT: August 1988. 

Annaex Terminal: Jetty consists of small loading dolphin with 2 separate 
mooring dolphins, and 3 buoys (2 aft and 1 forward). Mooring 
arrangement is starboard anchor, 2 headlines forward, 2 springs forward 
and 4 stemlines and 2 springs aft (See Plan). Shore provides 6 in. hose 
Ammonia to be at —33°C and discharge rate 400 t.p.h. Cargo Surveyor 
attends and samples taken. Max. length 180 m. Daylight berthing only 
and sometimes permission given for night sailing. Max. force 4 wind for 
berthing. Port side alongside, ship's head 254°T. Starboard 
accommodation ladder required. 


AUTHORITY: Captain of the Port. 


PUERTO CHACABUCO (Puerto Aisen): 


45.28 S. 72.50 W. (See Plan) 
PORT LIMITS: A line joining Punta Weste and Peninsula Fontaine 
(North West point). 
DOCUMENTS: 

1 Clearance. 


1 Light Dues Certificate. 
7 Port Cargo Manifests. 
4 General Cargo Manifests. 
7 Transhipment Cargo Manifests. 
3 Passenger Lists for the Port. 
3 Passenger Lists for in-transit passengers. 
18 Crew Lists. 
1 Personal Effects List. 
Passenger Baggage Declaration (2 per passenger). 
1 Fumigation Certificate. 
APPROACHES: To enter the Bay of Chacabuco, this must be done by 
day for vessels exceeding 60 m. LOA, since weather conditions and 
coastal configuration do not make access easy, there being gusty winds 
blowing mainly from the South with some frequency. 
PILOTAGE: Compulsory for foreign vessels. Pilotage can be done by 
the Channel Pilot who is on board the ship. 
Not compulsory for Chilean vessels. 


ANCHORAGES: Anchorage point is Lat. 45° 28’ 45"S., Long. 
72° 50’ 10” W. : , 
RESTRICTIONS: Vessels over 70 m. LOA berth in daylight hours only. 
_ SIZE: Max. LOA 165 m. Max. draft 25 ft. (forward), 32 ft. (aft). 

Max. displacement 15,000 tons. ' 
HEALTH: If from a Chilean port, Free Pratique is granted by the local 
Chilean Coast Guard Captain of the Port. 

if arriving from overseas, Free Pratique can be granted by the local 
Chilean Coast Guard Captain of the Port after the inspection of the 
Health Inspector, International Police, Customs and Agriculture 

tor. 

ADIO: Naval radio station of Aisen Port. Call sign CBP-3. Station 
receives and transmits on 2182 kHz and VHF Channel 16. 
VHF: Captain of the Port, call “Chacabuco Radio" on Channel 16. 

Harbour Master, call “Base Emporchi” on Channel 16. 
TUGS: A small tug “Alcatraz” of 360 h.p. is based in the bay and 
managed by S.A.A.M. Agency. Tug call sign is “CB 2559”. 
BERTHING: New quay: Length 52 m. Depth alongside 7.7 m. — 9.2 m. 
Fresh water available at a rate of 20 cu.m.p.h. 
CRANES: 2 mobile cranes with capacity 6 tons - 12 tons and 1 mobile 
crane with capacity 30 tons - 35 tons. 
BULK CARGO FACILITIES: 1 conveyor belt belonging to “Minera El 


Toqui”. 

SPECIALISED CARGO HANDLING FACILITIES: To the N.W. of the 
new quay, there is a Ro/Ro terminal for coastal car ferries. 
STEVEDORES: Each agency attends ships with both proper and 
syndicated Stevedores. 

EDICAL: There is a hospital at Puerto Aisen, a First Aid Station in the 
Port belonging to “I.S.T.” and a Public First Aid Station outside the Port 
Area. 

TANKERS: Fuel Terminal: Vessels of 10,000tons displacement 
discharge fuel via a submarine pipeline. Pilotage compulsory for foreign 
vessels. Daylight berthing and unberthing. 

Gas Terminal: Vessels in the range 750— 1,000 tons displacement 
discharge liquid gas via submarine pipeline. Pilotage compulsory for 
foreign vessels. Daylight berthing and unberthing. 

FRESH WATER: Available, no restriction on amount. 

FUEL: Fuel is available from Copec S.A., Shell Chile and Esso. 
CONSULS: There is a Vice-Consul for Spain in Puerto Aisen. 
REPAIRS: No repair facilities available. 

DRY DOCKS: None. 

GANGWAY/DECK WATCHMEN: Available and required by law. 
OPENING/CLOSING HATCHES: To be carried out by the stevedores. 
CUSTOMS ALLOWANCE: No unusual restrictions. 

REPATRIATION: Facilities available. 

AIRPORT: Balmaceda National Airport is 120 km. from Chacabuco, 
national flights. Coyhaique Airport is 80 km. from Chacabuco, flights to 
Puerto Montt and Santiago. 

TIME: Local time: October to March, GMT minus 3 hours and March to 
October, GMT minus 4 hours. 

HOLIDAYS: See “General” before first port. 

TELEPHONES: Telephone service to the whole country and abroad, 
at with post and telegraph office. 

SERVICES: Charts can be obtained from The Maritime Governor's 
Headquarters at Puerto Aisen. 

BANKS: Banco del Estado de Chile, Banco de Chile and Banco de 
Credito e Insersiones, located in Puerto Aisen, 15 km. away. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Required. 

PORT REGULATIONS: It is strictly prohibited to dismantle the main 
engine or effect repairs to the engines without previous notification and 
authorisation from the maritime authorities. Also, to deballast petroleum, 
pump bilges, throw overboard waste or refuse in the port. 

GENERAL: At Puerto Chacabuco there is a Customs Office, police, a 
hospital, fire brigade and Coast Guard Captain of the Port. 

To the N.W. of the quay, there is a Ro/Ro terminal for coastal car 
erries. 


SHIPMASTER’S REPORT: February 1993. 
Vessel: LOA 160 m., 17,900 d.w.t. 

_The vessel was due to sail for Chacabuco to load 8,400 tonnes of 
zinc concentrate. At last port (Valparaiso), 2 Pilots boarded to stay until 
Sailing from Chacabuco. As Chacabuco is a busy fishing port (main 
export is salmon to Japan from farms in the area), the berth was 
occupied on arrival by a reefer vessel. 

oe holding anchor ground was found to the South with 50 m. of 
water. 

A tug now is available (720 h.p.) to assist berthing. 

According to Harbour Master, vessels with 165 m. length, forward draft 
25 ft. and aft draft 32 ft. are permitted. 

The loading under the fixed belt is rather slow, as the equipment is 
old and breakdowns are common. Working time is 24 hours, but no more 
than 100 tonnes/hr. can be expected. 

Stevedores intended to work even during rain, but the rain tent failed 
to function due to age. 

Long and good mooring ropes (at least 4) should be used, as sudden 
Strong winds may occur and shifting the vessel requires good attention. 

Deballasting of foreign water only in strict accordance with Navy 
Regulations (see “General” before first port). 

During our 4.5 days overall stay, the Pilots went to the only hotel in 
town (100 m. from vessel) which offers good wines and excellent 
Seafood dishes. 

Dropping the Pilots at Ancud creates no difficulties, although strong 
current was observed near Cabo Coronado. 


AUTHORITY: Port Authority: Empresa Portuaria de Chile, Avendida 
B.O'Higgins S/No., Chacabuco, Chile. Tel: 351139. Telex: 277567 
EMPOR CL. Contact: Cesar Aviles Fuenzalida, Administrator of the Port 
(Harbour Master). 

Maritime Authority: Coast Guard Captain of the Port. 


CHILE 


PUERTO CORRAL: 39.52 S. 73.25 W. 


LOCATION: This port is located in the mouth of Valdivia River and is 
expected to handle over a million tons/year, including 500,000 tons of 
woodchips, sawn lumber, pulp logs, sawn logs, particle boards, plywood, 
general cargo and fertilisers from and to Valdivia general area. 

The berth is located in_ position Lat. 39°52’ 25.7’S., 
Long. 73° 25’ 14” W. 

PORT LIMITS: Seaward limit of the port is the line from Roca del Conde 
to Morro Niebla. 

DOCUMENTS: See “General” before first port. 

PILOTAGE: Pilotage is compulsory. Pilots board 1.5 — 2.0 cables East 
of Roca del Conde. 

ETA should be sent to to Agent 72 hours in advance with confirmation 
24 hours before arrival. 

MAX. SIZE: 67,000 d.w.t., LOA 229 m. and max. draft 12.2 m. 
RADIO: The Coastal Radio Service is situated in the Port Captain's 
Office, call sign “Capuerto Corral”. 

TUGS: Compania Portuaria Corral has one tug of 100 h.p. and 17 tons 
bollard pull. Compania Portuaria Talcahuano has one tug of 550 h.p. 
On requst, tugs from other locations can be made available. 

Vessels up to 180 m. LOA should use one tug of minimum 1,200 h.p. 
to go alongside. Vessels between 180 m. and 229 m. should use one 
tug minimum 2,000 h.p., or 2 tugs with a combined minimum capacity 
of 2,000 h.p. 

The use of tugs is not compulsory when leaving, if weather conditions 
are favourable. 

BERTHING: One berth with length 146 m. and depth 14.0 m. Berth 
orientation 013° — 193°. 

Fenders: 4 Seibu 1150 HX 1150 LK3 and 5 Seibu 800 HX 800 L. 

Buoys: 2x 150 tons and 1X70 tons. 

Bollards: 4x 100 tons and 5x50 tons. 

BULK CARGO FACILITIES: One conveyor for loading woodchips at a 
rate of 600 t.p.h. The vessel has to shift position to load different cargo 
holds. For general cargo handling, vessels should use their own gear. 
STEVEDORES: Gangs are to be requested 24 hours in advance. 
3 shifts are worked. 

MEDICAL: Small hospital in Corral. Larger hospitals in Valdivia, 8 miles 
away. 

DENSITY: 1017. 

FRESH WATER: Available. 

CONSULS: Netherlands. Tel: 213974. 

REPAIRS: Astilleros Valdivia. Tel: 210327. 

Asenav. Tel: 216102. 

Astilleros Arens. Tel: 212392. 

AIRPORTS: Pichoy Airport in Valdivia, 1 hour from Corral. Ladeco 
Airlines flights daily. 

HOLIDAYS: Same as other Chilean ports. 

BANKS: Located in Valdivia. 

Centro Banco, Av. Ramon Picarte 385. Tel: 213454/55. 

Banco Concepcion, Av. Ramon Picarte 370. Tel: 212226, 212078. 
Fax: 212448. 

Banco de Credito e Inversiones, Arauco 101. Tel: 213444. 

Banco de Chile, Letelier 300. Tel: 213611. 

Banco de Santiago, Arauco 161. Tel: 215111. 

Banco del Estado de Chile, Camilo Henrriquez 562. Tel: 212611. 

Banco Osorno, Vicente Perez Rosales 585. Tel: 213066. 

Banco Santander, Independencia and Libertad. Tel: 219414. 
DELAYS: Normally there is no delay in berthing, loading or discharging, 
provided 24 hours advance notice is given. 

GENERAL: The port of Corral can handle on request all types of cargo. 
900 ton capacity barges are used to move cargo to and from Valdivia, 
located 8 miles inland by the Valdivia River. 

River barges will transport the cargo to different Valdivia destinations, 
including Valdivia Railway Station. 

Valdivia: Located 8 miles from Corral and connected by ferries and 
roads. In Valdivia, all kinds of facilities are available, such as major ships 
repairs, airport, hotels, banks, etc. 

Storing: The vessel can be stored by truck or barge alongside the pier. 
Forklifts are used. 

AUTHORITY: Capitan de Puerto de Corral. Tel: (6347) 267. Cables: 
“Capuerto Corral’. 

Operator: Portuaria Corral S.A., Monsenor Sotero Sanz 27, Oficina 51, 
Santiago, Chile. Te/: 232-5087, 232-3456. FAX: (562) 232-3456. 


PUERTO MONTT: 41.28 S. 72.57 W. (See Plan) 


PORT LIMITS: Between the meridian that crosses the head of ‘Muelle 
del Frigorifico” to 72° 59’ W. and from the parallel 41° 29’ 42” S. to the 
North coast in Reloncavi Bay. 
DOCUMENTS: The documents to be presented to the Authorites are: 

General Declaration. 

Crew List. 

Personal Effects Declaration. 

Cargo Manifest. 

IMO Goods Manifest. 

Safety Radio Certificate. 

Safety Equipment Certificate. 
APPROACHES: The approach to Puerto Montt is made through the 
Channels, the most important of which is Canal Chacao, which requires 
careful navigation due to the existence of rocks and shallow areas, as 
well as tidal currents that reach up to 8 knots. Any type of vessel may 
Pass this channel without problems with a Pilot aboard. 
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PILOTAGE: Pilotage is compulsory and must be ordered by Agent on 
receipt of vessels’s ETA at least 24 hours in advance. Otherwise request 
directly to Port Captain, cable address “Capitania de Puerto de Puerto 
Montt”. Vessels should anchor as indicated below and exhibit code flag 
“G". Pilot boards from a motor boat at the anchorage. Pilot boat 
equipped with VHF. 

If vessel is arriving without a channel Pilot, then Pilot must be 
requested at least 48 hours in advance and Pilot boards from a motor 
boat at the Ancud Port Anchorage, Pilot boat equipped with VHF. 
ANCHORAGE: Vessels of any size can anchor in the outer roads of 
the port. Recommended positions are at 4 cables 172° of the light on 
the head of “Muelle de Pasajeros” (Lat. 41° 28’ 50” S., 
Long. 72° 56’ 52” W.). and 7 cables 085° from point of Tenglo Island. 
(Lat. 41° 29’ 42” S., Long. 72° 56’ 45” W.). Anchorage is 35 m. deep and 
bottom is sand. 

RESTRICTIONS/MAX. SIZE: Vessels must turn inside “Canal Tenglo” 
before leaving. Vessels less than 120 m. in length are not restricted. 
Vessels over 120 m., but less than 172m. in length may turn inside 
“Canal Tenglo", during daylight hours only and with the flood tide. 
Vessels over 172 m. but less than 200 m. enter the port and leave during 
daylight hours only. Vessels over 200 m. can enter the port and leave, 
but during the flood tide in daylight hours only. All manoeuvring is 
effected in favourable weather. Max. draft permitted is 8.0 m. plus the 
minimum height of the low tide, during vessel's stay in port, keeping a 
clearance of 0.5 m. under-keel in any tide condition. 
HEALTH: All ships are boarded by the Authorities on arrival, unless they 
are coming from another Chilean port. 
RADIO: Puerto Montt Coastal Station operates 24 hours on HF (H3E/ 
J3E0) and VHF channels. 

Telex Address: VTR 370064 CBP/CK. 

Tixch: 270038 CBP/CL. 

VHF: Port Captain VHF Station operates on VHF Channels 16 and 14 
throughout 24 hours. 
TUGS: 22,000 h.p. and 1180 h.p. 
BERTHING: The Commercial Pier, owned by Empresa Portuaria de 
Chile, has a total length of 320 m. Berths available: No. 1: 200 m. long, 
depth 8 m.; No. 2: 120 m. long, depth 7.5 m., both at LW. 

Ro/Ro Terminal: 200 m. to the West of the commercial pier is the 
Ro/Ro Terminal with 4 ramps for vessels up to 120m. LOA, the 
max. draft 4m. The commercial pier as well as the Ro/Ro Terminal 
operate during day and night, in good weather conditions and taking 
tidal effects into consideration. 

CRANES: 4x3 tons capacity. 
STEVEDORES: Vessel should advise Agent before arrival the number 
of gangs required by hatch, and amount of cargo for discharge. 

Working hours are 0800 — 1530 hrs., 1530 — 2300 hrs. and 2300 — 
0630 hrs. 

Also see “General” before first port. 

MEDICAL: All facilities available, vaccination, inoculation can be 
arranged. Prior notice should be given if urgent assistance required on 
arrival. 

TANKERS: Esso Chile S.A. Terminal: Tankers moor at buoys in the 
Eastern part of the bay, in daylight hours only, for vessels up to 
15,000 g.r.t. 

Copec Chile Terminal: Out of service for the moment. 

Vessels moor using both anchors forward and 2 buoys aft. 10 in. 
submarine pipeline, 28 in. hoses connected. No slop facilities. 
FRESH WATER: Available alongside Commercial Pier at 10 t.p.h. 
FUEL: Only diesel oil available, supplied by trucks at Commercial Pier 
or Ro/Ro Terminal. 

See “General” before first port. 
CONSULS: Argentina, Germany, 
represented locally. 

REPAIRS: Minor engine repairs can be effected. 
OPENING/CLOSING HATCHES: Ship's crew or stevedores. 
CUSTOMS ALLOWANCES: Two cartons of cigarettes and 2 bottles of 
liquor for each man in his cabin, the rest to be declared with his personal 
effects. 

REPATRIATION: Can be arranged. 

AIRPORT: Situated 17 km. from the port. Daily flights (75 minutes) to 
Santiago where international connections can be made. 

TIME: GMT minus 4 hours. In Summertime: GMT minus 3 hours. 

Also see “General” before first port. 

HOLIDAYS: Work may be arranged on most holidays. Also see 
“General” before first port. 

POLICE/AMBULANCE/FIRE; Police Tel: 252240. Fire Tel: 252222. 
Ambulance Tel: 253991. 

TELEPHONES: No facilities for placing telephones on board. 
TRANSPORTATION: There are de-luxe bus services, with daily 
departures, between Puerto Montt, Santiago, Valparaiso, and 
intermediate points. 

SHORE LEAVE: Allowed. 

DEVELOPMENTS: Outer berths have been dredged to a depth of 
8.50 m. 

AUTHORITY: Gobernacion Maritima de Puerto Montt, Diego Portales 
Av. 2300, Puerto Montt, Chile. Te/: 252389-253051. Telex: 270007. 
FAX: 262224. Contact: Sergio Swett Soto, Maritime Governor. 


Spain, and Netherlands are 
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PUERTO WILLIAMS: 54.56 S. 67.37 W. 


PORT LIMITS: Inside a line which joins Banco Herradura Buoy 
(Lat. 54° 54’ S., Long. 67° 36’ W.) with Punta Trucco Anterig 
Lighthouse (Lat. 54° 55’ S., Long. 67° 32’ W.) and Punta Gusano 
Lighthouse (Lat. 54° 55’ S., Long. 67° 37’ W.) with Bang 
Herradura Buoy. 
DOCUMENTS: The documents required for entering the port are: 
General Declaration. 
Passenger List. 
Crew List. 
Cargo Manifest. 
Dangerous Cargo Manifest. 
Health Certificate. 
PILOTAGE: Pilotage compulsory. 48 hours notice to be sent to the 
Captain of the Port at Punta Arenas or the Pilot Office. Both offices are 
at Libertador O'Higgins No.1401, Punta Arenas. Respective telephone 
numbers are 221001 and 226650 and telex numbers 380014 CK VTR 
and 280079 CBM CL. 
Pilot boarding zone is the area within the following limits: 
(a) Lat. 54° 54’ 14” S. Long. 67° 35’ 26” W. 
(b) Lat. 54° 54’ 22” S. Long. 67° 34’ 56” W. 
(c) Lat. 54° 54’ 38” S. Long. 67° 35’ 11” W. 
(d) Lat. 54° 54’ 30” S. Long. 67° 35’ 40” W. 
Other local pilot stations are expected to be located in the following 


positions: 
Cabo San Pio: Lat. 55° 07’ 30” S. Long. 66° 34’ 00” W 
Lat. 55° 07’ 30” S. Long. 66° 32’ 10” W. 
Lat. 55° 08’ 30” S._ Long. 66° 32’ 10” W. 
Lat. 55° 08’ 30” S. Long. 66° 34’ 00” W. 
Paso Richmond: Lat. 55° 20’ 30” S. Long. 66° 41’ 45” W 
Lat. 55° 20’ 30” S._ Long. 66° 40’ 00” W. 
Lat. 55° 21’ 30” S._ Long. 66° 40’ 00” W. 
Lat. 55° 21’ 30” S. Long. 66° 41’ 45” W 
Cabo de Hornos: Lat. 56° 00’ 15” S. Long. 67° 17’ 45” W 
Lat. 56° 00’ 15” S. Long. 67° 15’ 00” W 
Lat. 56° 01' 15” S. Long. 67° 15’ 00” W 
Lat. 56° 01’ 15” S._ Long. 67° 16’ 45” W 
Isla Hornos: Lat. 55° 56’ 44” S._ Long. 67° 12’ 30” W. 
ANCHORAGE: Vessels can anchor in the pilotage zone, in depths up 
to 38 m. Holding ground is good. 
MAX.SIZE: 2, g.r.t., LOA 80 m. and draft 15 ft. 


HEALTH: Pratique granted on arrival. 
RADIO: Puerto Williams Radio. Call sign “CBW”. 
Type: A1A — A2A Telegraphy. 
Calling Frequency: 500 kHz. 
Working Frequency: 464.5 kHz. 
Hours: 0130 — 0230, 0530 — 0630, 0830 — 0930, 1030 — 1130,13% 
— 1430, 1630 — 1730, 1930 — 2030, 2230 — 2330 UTC. 
Type: H3E — J3E Telephony. 
Calling Frequency: 2182 kHz. 
Working Frequency: 2738 kHz. 
Hour: 24 hours. 
Type: G3E VHF. 
Call Frequency: 156.800 MHz. Channel 16. 
Work Frequencies: 156.450 MHz. Channel 9 
156.700 MHz. Channel 14. 


VHF: 

Calling Frequency: 156.800 Mhz Channel 16 

Working Frequencies: 156.450 MHz Channel 9 
156.500 MHz Channel 10 
156.550 MHz Channel 11 
156.600 MHz Channel 12 
156.375 MHz Channel 67 
156.425 MHz Channel 68 
156.475 MHz Channel 69 
156.525 MHz Channel 70 
156.575 MHz Channel 71 
156.675 MHz Channel 73 
156.725 MHz Channel 74 
161.525 MHz Channel 78 


RADAR: There is no radar service for marine traffic control. 
TUGS: None. 
BERTHING: 
Berth: Guardian Brito Wharf. 
Owner: Chilean Navy. 
Length: 282 ft. (86 m.). 
Breadth: 26 ft. (4.57 m.). 
Max.Size: 25,000 g.r.t. 
CRANES: Chilean Pe arertat a 3.5 ton mobile crane. 
BULK CARGO FACILITIES: None. 
BRIDGES: None. 
STEVEDORES: None available. 
MEDICAL: The Chilean Navy operate a hospital and dental clinic. 
TANKERS: Tankers berth near Guardian Brito Wharf to buoys and also 
use anchors. 
Owner: Chilean Navy. 
Tank Capacity: No.1 2,117,200 Litres. 
No.2 263,520 Litres. 
No.3 113,400 Litres. 
Pipelines: Petroleum Terminal: 150 m. x 6 in. diameter and 60 m. * 
6 in. diameter. 
Guardia Brito Wharf: 200 m. x 2.5 in. diameter. 
FRESH WATER: Available at Guardian Brito Wharf at a rate of 6 t.p." 
FIRE PRECAUTIONS: Normal international precautions for handling 
dangerous cargoes. 
REPAIRS: | ware 
: Minor repairs such as carpentry and small engine irs. 
DRY DOCKS: None. Re oe, ct 
SURVEYORS: Available. 


GANGWAY/DECK WATCHMEN: Not necessary as wharf is within 
Chilean Navy property. 

CUSTOMS ALLOWANCES: Usual allowances. | 

CARGO GEAR: Ship's gear. Also see “Cranes”. 

REPATRIATION: No facilities available. ; 
AIRPORT: Local airport is 4 miles N.W. of Puerto Williams. Two flights 
a week to Punta Arenas. } 

TIME: Local time from October to March is GMT minus 5 hours; and 
March to October GMT minus 4 hours. 


HOLIDAYS: 

New Year's Day ist January. 

Saints Week First weekend in April 
Labour Day 1st May. 

Navy Honours Day 21st May. 


Assumption of the Virgin Mary 
independence Day 


15th August. 
18th and 19th September. 


Army Day 12th October. 
All Saints Da’ 1st November. 
immaculate Conception 8th December. 


Christmas Day 25th December. 

EMERGENCY CO-ORDINATION CENTRE: Emergency Co-ordination 
and Maritime Search - SUBCOBREM — Puerto Williams. Also see 
General” before first port. 

TELEPHONES: ENTEL Chile have an office in Port Williams City. There 
are no facilities on the wharf. 

SERVICES: Charts and Notice to Mariners available. 

BANKS: Bank of Chile in the commerical area in Puerto Williams City. 
SHORE LEAVE: Possible. 

\DENTIFICATION CARDS: Seaman's Book or Passport. 
REGULATIONS: Photography prohibited as berth within naval 
installation. 

GENERAL: Mail and telegraphy facilities, also a hotel and other public 
services. 

AUTHORITY: Chilean Navy. 


PUNTA ARENAS (including Lenadura, Cabo Negro, 
Clarence Cove, Gregorio, Pecket): 53.10 S. 70.54 W. 
(See Plan) 


DOCUMENTS: See “General” before first port. 

PILOTAGE: Compulsory for foreign vessels. Vessels entering from 
Pacific will usually embark Pilots in Valparaiso or Ancud or Laitec. 
Vessels coming from the Atlantic embark Pilots in Bahia Possession, 
30 miles to the West side of the Eastern entrance of Magellan Strait, 
Pilot boats have radio telephone frequencies of 2,182 kHz and 2,638 kHz 
and VHF Channel 16. Four hours before arrival of the vessel, the pilot 
boat keeps watch on Channel 16. Pilot boat carries International Pilot 
lights; ETA at Bahia Possession has to be given at least 24 hours in 
advance. In bad weather, vessel has to anchor and wait in a circular 
area of one mile of radius with the centre placed at 216° — 2.7 miles off 
Possession Lighthouse. 

: otra usually board and disembark off the lighthouse of Punta 
elgada. 

The Pilot for West-bound vessels travels to Bahia Possession by air 
fom Valparaiso. It is therefore important to order the Pilot through 
Valparaiso Agent with as much advance notice as possible, and keep 
Agent closely advised of vessel's ETA. 

For vessels transitting Magellan Straits Westbound, the Pilot will 
disembark at Valparaiso or Ancud or Laitec. Pilot's travelling expenses 
from and to Valparaiso are included in pilotage charges. 

lt is advisable to have accommodation ladder rigged as the Port 
Authorities will board prior to berthing if cargo work is to commence 
immediately. 

Also see “General” — “Straits of Magellan” and “Shipmaster's Report” 
dated February 1993, at beginning of Chile section. 

ANCHORAGE: Anchor berths A — G are situated East and Southeast 
of Muelle Prat. Anchorage is prohibited within 1,300 m. of the Fiscal 
Quay. Vessels should be ready to leave the anchorage on orders from 
the Port Captain, or in the event of bad weather from the East. 
RESTRICTIONS: No tidal restrictions, vessels can come alongside day 
or night. Max. length 170 m. 

MAX. SIZE: Magellan Straits: Max. draft 70 ft., no limit on d.w.t. tonnage 
for very large vessels. Vessels with a draft in excess of 70 ft. may be 
alowed to pass through but only after the authorities have studied the 
vessel's characteristics. As a safety measure, large vessels navigate 
he First Narrows in daylight only and with good visibility. 

HEALTH: At first Chilean port, doctor will come aboard with Authorities. 
In other Chilean ports, there is no need to ask for Pratique or hoist the 

Q" flag as Pratique is automatic. 

RADIO: The Radio Station Magallanes Radio (CBM) keeps a permanent 
Watch on 500 kHz (A1A, A2A), 2,182 kHz (H3E) and 156.8 MHz 
(Channel 16 VHF). 

All the communication services are included in the List of Coast 

frations and List of Radio determinations and special services of the 


To the West of the Magellan Strait there are 2 Radio Stations: 

Radio Station Evangelista (CBM-3) has permanent watch on 
2182 kHz (H3E) and 156.8 MHz (Channel 16 VHF). 

Radio Station Felix (CBX) has permanent watch on 500 kHz (A1A, 
A2A), 2,182 kHz (H3E) and 156.8 MHz (Channel 16 VHF). 

All ships must give identification on request of the Radio Stations, 
Chilean Warships or merchant vessels operating with Chilean Pilots. 

To the East of the Magellan Strait exists Radio Station Punta Delgada 
"hich keeps permanent watch on 2,182 kHz (H3E) and 156.8 MHz 
(Channel 16 VHF). 

ltalso has a Radar Control System which assists with safety of all 
Ships operating from Dungenes to First Narrow. 
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TUGS: Used to go alongside in Punta Arenas tanker terminals, ship's 
lines used. 
BERTHING: A berth should be requested 24 hours before arrival. The 
pier is 372 m. long with 27 ft. — 26 ft. on the North side and 22 ft. on the 
South side (depth at the seaward end). Depth reduces on both sides 
towards the land. Vessels berth bow first and care must be taken to 
avoid the shallow patches on both sides of the jetty about 120 ft. off. 
Normally, 4 head lines, 4 stern lines and 2 or 4 springs are used. 
Berthing is usually at night or early morning as strong winds blow 
during the day, occasionally rising to Force 12 in the Summer. The port 
is often closed due to inclement weather. 
Weather signals are shown at the North end of the pier. 


Weather Signal Day Signal Night Meaning 

Variable Black Ball 1 green light Put out extra moorings 
Bad weather Flag M 1 red light Put out extra moorings 
Storm Flag R 2 red lights Port closed 


Tankers: See below. No limits for vessels at anchor. 

BULK HANDLING FACILITIES: Pecket: (Coal). Position Lat. 52° 56’ S., 
Long. 71° 13’ W. Max. length 220 m. Max. draft 14 m. Displacement 
80,000 tonnes, final heading 260° T. There are 2 buoys; 4 lines sent to 
forward buoy and 3 lines to stern buoy. Starboard anchor will be used. 
Vessel port side alongside to the jetty and 2 lines to the Duke of Alba 
No.1; 2 lines to the Duke of Alba No. 2; 4 spring lines to the Duke of 
Alba No. 3 and 4 lines to the Duke of Alba No. 4. Tug assistance is 
compulsory for mooring and unmooring. Ship’s loader rate 
is2,000 tonnes p.h. 

STEVEDORES: Gangs to be requested 24 hours before arrival. Three 
shifts are worked from 0800-1530, 1530-2300 and 2300-0630 with 
10-15 minutes “coffee break” in each shift. 

Overtime is the third shift on a day before a Sunday or holiday or the 
first and second shifts on a Sunday or holiday. 

MEDICAL: No advance notice to Agent required. There is a hospital 
with all facilities. 

TANKERS: There are the following terminals for tankers: 

Lenadura: Position Lat. 53° 12' S., Long. 70° 54’ W. Max. length 175 m., 
draft 23 ft., 20,000 d.w.t. Vessels moor to 3 buoys, 1 astern and1 on 
each quarter, using both anchors. Ship's head bearing 090°T. Manifold 
connection 8 in. 

Cabo Negro: Position Lat. 53° 01’ S., Long. 70° 51’ W. Max. length 
200 m. Draft 42 ft. Vessels berth port side alongside, using the starboard 
anchor. The manifold hose is 10 in. Gas is loaded at 1,000 t.p.h. A tug 
is compulsory for berthing. 

Cabo Negro Pier has been improved to handle ships up to 

45,000 d.w.t. 
Clarence Cove: Position Lat. 52° 55’ S., Long. 70° 09’ W. Max. length 
250 m. Max. draft limited by the entrance to the cove to 36 ft. (10.97 m.). 
Vessels berth to 4 buoys, using both anchors. 4 headlines, 3 stern lines, 
4 lines to the starboard quarter buoy, and 3 to the port quarter buoy are 
required. A tug is available. Ship’s head 255°T. There are2 x 8 in. hoses 
for loading and deballasting facilities will be available shortly. 

Forbidden Anchorage Zone: Area within a circle of 0.9 miles radius 
around the terminal buoys, and leaving entrance clear from 320° to 140°. 
Gregorio: Position Lat. 52° 38’ S., Long. 70° 11’ W. Max. length 250 m. 
Max. draft 49 ft. (subject to tidal conditions), 75,000 tons displacement. 
Manoeuvres should be done with daylight and preferably with high and 
slack water. Vessels moor with ship’s head 232°T, using both anchors 
to 8 or 9 shackles. 14 mooring lines are required to 4 buoys. There are 
two 10 in. and 8 in. floating hoses for loading crude oil. Loading rate 
1,700 cu.m./hr. Deballasting facilities are installed. 

Forbidden anchorage zone is the area limiting Lat. 52° 38’ 30” S. and 
Long. 70° 11’ 00” W., maintaining entrance heading of 331° on head of 
wharf. 

DENSITY: 1025. 

FRESH WATER: Only available at Punta Arenas Quay through hoses 
at a rate of 8 t.p.h. In case of emergency it can be delivered by vessel 
of the Chilean Army, if advance notice is given. 

FUEL: Available ex-barge at Punta Arenas, capacity 300 tons (diesel). 
See “General” before first port. 

FIRE PRECAUTIONS: Tankers are forbidden alongside at the quay. 
CONSULS: 


Argentine Denmark Sweden 
Belgium Germany United Kingdom 
Brazil Netherlands Yugoslavia 


REPAIRS/DRY DOCKS: “Asmar” (Astilleros de la Armada) has a 

shipyard for small vessels up to 1,500 tons as well as a good workshop 

to effect floating repairs. Some marine spares can be obtained. 
Asmar Ovalle Moore have a small dry dock, maximum capacity 

4,000 short tons and 130 m. length. 

GANGWAY/DECK WATCHMEN: Foreign vessels obliged to employ a 

watchman, except on Tanker Terminals. 

OPENING/CLOSING HATCHES: Opening and closing of hatches and 

rigging of ship's gear undertaken by ship’s crew. 

CERTIFICATES: All International Certificates to be shown on arrival. 

CUSTOMS ALLOWANCES: Quantity in possession of every member 

of the crew to be declared at the Customs. 

REPATRIATION: Facilities for repatriation, subject permission of 

International Police (Extranjeria) and Maritime Authority. 

AIRPORT: Distance to airport is 18km. Daily flights from and to 

Santiago by two national airlines LAN and LADECO. 

TIME: See “General” before first port. 

HOLIDAYS: See “General” before first port. 

POLICE/AMBULANCE/FIRE: Maritime Police Tel: 

221212; Ambulance 222432. 

TELEPHONES: There is no connection on the quay. It is possible to 

make telephone calls from the ship by calling “Telco Radio” on VHF 

Channel 16 and changing to Channel 26. International calls may be 

made from public booths of the telephone company and Entel. Direct 

dialling possible to most countries. 

SERVICES: Compass and gyro compass adjusting can be done. 


221001; Fire 


397 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englang 


SHORE LEAVE: Crew allowed to go ashore in all ports of the area. 
Crew must be in possession of provisional Identity Cards issued by 


lice. 
IDENTIFICATION CARDS: Chilean International Police (Extranjeria) 
provides a provisional card to stay in the country. It has to be held each 
time a member of the crew goes ashore. 
DEVELOPMENTS: Berths No. 1 (North) and No. 1 (South) are being 
dredged to 33 ft. 


SHIPMASTER’S REPORT: March 1985 (Research Ship) (Updated 
1988). 

Approaches and Pilotage: Report to Chilean Radio Station when 
200 miles off. 

Port and Strait Pilot compulsory. The Pilot, a Chilean Naval Officer, 
boards/leaves via a warship. The Pilot brings his own charts. We did 
not have a suitable chart of Bahia Cook. On a future visit one should 
be obtained for a safe approach. 

Berths: Either side of a 380 m. long pier. There is a Berthing Pilot, and 
because of the prevailing very strong winds in the afternoon and evening 
it is customary to use a tug aft. 

Punta Arenas is a busy port. 

Officials: Extremely courteous. We were made to feel most welcome. 
The bond was not sealed. The Port Captain (Navy) visited the vessel 
on several occasions, and offered every assistance should any need 
arise. 


Immigration: Shore passes are issued, and must be returned on sailing. 


Fuel: Diesel was delivered by road wagon. This took most of the day, 
but saved having to shift the ship to the Oil Jetty — which would have 
taken all day. 
Water: Laid on to the quay. 
Provisions: 3 shipchandlers available. 

— to supply all our requirements, even to a medical oxygen bottle 
adaptor. 

The quality of fresh fruit and vegetables was as good as U.K., in some 
cases better. Prices were similar. The chandler has a refrigerated store, 
Hew as were delivered in prime condition. Even bananas lasted 

weeks. 

Prices: Unfortunately there is, at the moment, no Duty Free facility. In 
addition all items (and services) are subject to +20% VAT. This included 
fuel. 

Laundry: Very good standard. Average price range (subject to the 20% 
VAT). 


British Consul: Mr. Bill Matheson. Tel: 22325. 

Repair Facilities: Not tried, but reported good. 

Repatriation: No particular problems. There are flights daily. It is however 

a long haul back to the U.K., requiring a night stop over in Santiago. 
The best hotel accommodation at Punta Arenas was very expensive. 

Alternative accommodation can be had at Mother Teresa's Home for 

Seamen at about £20 a night (but not usually single occupancy). 


AUTHORITY: Maritime Governor of Punta Arenas. 


QUINTERO, including Puerto Ventanas: 
32.47 S. 71.33 W. (See Plan) 


PORT LIMITS: The seaward limit of the port is a line from Punta Liles 
to Punta Ventanilla. 
DOCUMENTS: 

1 Outwards Clearance Certificate from the last port of call. 

5 Cargo Manifests for the port. 

5 General Manifests for cargo. 

5 Manifests for Cargo in transit. 

4 Lists of Passengers for the port. 

4 Lists of Passengers in transit. 

10 Lists of Crew Members. 

5 Lists of Personal Effects. 

1 Fumigation Certificate. 

1 Maritime Health Declaration. 

1 Certificate of Dues in respect of lighthouses and buoys. 
PILOTAGE: Pilotage is compulsory. Pilots and port officials board ships 
2,450 m. off the R.P.C. Pier, bearing 290°, not far from the single Mooring 
Buoy, and 1,500 m. on 055° from the Los Molles Lighthouse. 

The accommodation ladder should be rigged on the starboard side. 
Vessels can enter and moor during the day only, but it is possible to 
sail at night. 

ETA should be sent to Agent 72 hours before arrival, with confirmation 
24 hours before arrival. The message should state if any special service 
ae and additionally Masters are requested to inform “Capuerto, 

uintero”. 

ANCHORAGES: Vessels may anchor within port limits. The bay is well 
sheltered with ample room for manoeuvring. Vessels should keep clear 
of the S.W. portion of the bay, due to rocky nature of the bottom, and 
of the prohibited zone indicated on the charts. Larger vessels may 
anchor West of Punta Liles lighthouse, where there are depths greater 
than 20m. with sand and mud bottom. An anchorage has been 
established at Lat. 32° 45.77’ S., Long. 71° 30.5’ W. 

The anchorage at Ventanilla is an open roadstead, exposed to S.W. 

winds and swell, with the possibility of dragging anchors, especially in 
the Winter months. 
RESTRICTIONS: Quintero Bay is entered between Point Ventanilla and 
Point Liles, entrance 2.5 miles wide, with a bight extending 1.5 miles 
towards the S.E. Point Liles is surrounded by submerged rocks and 
reefs for a distance of 2 cables. 
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Tankers discharging at the buoy terminals may be required 
disconnect hoses in the event of bad weather, to avoid damage to thy 
installation. 

Also see “Pilotage”. 

MAX. SIZE: S.B.M.: Up to 120,000 g.r.t. (215,000 displacement tons) 
Oil Multi-Buoy Terminal: Up to 50,000 g.r.t. (100,000 displacement tong) 
Liquid Gas Multi-Buoy Terminal: Up to 30,000 g.r.t. (40,00 
displacement tons). 

Puerto Ventanas Quay: LOA 175 m., draft 32 ft. 

Las Ventanas Chemical Terminal: Up to 40,000 g.r.t., max. draft 41 f 
El Durazno Quay: LOA 96 m., draft 19 ft. 

pn 2d The Naval Radio Station of Valparaiso also handles commercig 
traffic. 

The Coastal Radio Service Station situated in the Port Captain's office, 
call sign “Capuerto Quintero”. 

TUGS: One tug available at Quintero, additional tugs can be requested 
from Valparaiso, or through Agent. 

BULK HANDLING FACILITIES: 

Puerto Ventanas (Private Port): See “Plan”. 

North Side: 

Berth No. 1: Length 164 m. 

Berth No. 3: Length 180 m. 

Berth No. 5: Length 181 m. 

South Side: 

Berth No. 2: Length 364 m. 

Operating Ship Features: 


Berth No. 1: 
Length: 125.00 m. 
Width: 20.00 m. 
D.w.t.: 12,000 tons. 
Draft: 8.00 m. 
Deck to bow: 100.00 m. 
Deck to stern: 25.00 m. 
Berth No. 3: 
Length: 200.00 m. 
Width: 31.00 m. 
D.w.t.: 45,000 tons. 
Draft: 11.50 m. 
Deck to bow: 165.00 m. 
Deck to stern: 35.00 m. 
Berth No. 5: 
Length: 240.00 m. 
Width: 35.00 m. 
D.w.t.: 70,000 tons. 
Draft: 14.00 m. 
Deck to bow: 200.00 m. 
Deck to stern: 40.00 m. 
Berth No. 2: 
Length: 200.00 m. 
Width: 32.00 m. 
Maximum draft on Bollard 1: 6.40 m. 
Maximum draft on Bollard 9: 9.30 m. 
Maximum air draft on Bollard 11: 12.00 m. 


Tugs: Vessels of less than 150 m. LOA require one tug for berthing and 
unberthing, and vessels over 150m. LOA require 2tugs (Por 
Regulations). 

Mooring Buoys: Mooring buoys located 150 m. N.E. of Berth No. 1 for 
assisting with mooring and unmooring. Berth No. 2 also has a mooring 
buoy. 

Mooring Lines: There must be at least 12 long lines available from the 
ship. The use of lines made entirely of wire is not acceptable. 
Mooring Procedure: The following should be considered a minimum: 


Berth No. 1: 
Forward 4 long head lines 
2 springs 
Aft 4 long stern lines 
2 springs 


1 long line to buoy 
The starboard anchor is used with 7.5 — 8 shackles in water. 
Berth No. 3: 


Forward 4 long head lines 
2 springs 
Aft 4 long stern lines 
2 springs 
The starboard anchor is used with 6.5 — 7 shackles in water. 
Berth No. 5: 
Forward 4 long head lines 
2 springs 
Aft 4 long stern lines 
2 springs 


The starboard anchor is used with 7.5 — 8 shackles in water. 
Shifting Ship: On Berth No. 5, bulk carrier type ships may have to make 
some manoeuvres in order to adjust their holds to fixed type cranes 
when unloading. For this reason, the ship should berth according to é 
specific stowing plan as previously given by the Agent, with 2 or 3 
hatchways available for each one of the two cranes to operate. In 
keeping with the above, he should reckon on a minimum number o 
moves or runs at any time during the operation, using his own dec 
equipment and moorings without the assistance of a Pilot or tug. 

Due to the absence of mechanised unloading facilities on Berths No. ' 
and 3, this type of operation is not called for. 

On Berth No. 2, loading is carried out by means of a fixed mechanise 
system, requiring the ship to place each hold in front of the loading 
tower, changing its position every time to suit the previously establishe? 
stowing plan. 

Facilities: Puerto Ventanas has facilities such as water supply, electn 
power, compressed air, fuels and a stock of provisions. Lighterage a 
tugs services also available. , 

Reporting: The ship must report its position, course, , destination 
and ETA relative to the next port to “Directemar Valparaiso”, via Play® 


Radio (CBV), at 0800 hrs. and 2000 hrs. on arrival in Chilean 
waters (Chile's territorial sea covers 200 miles as measured from the 


ome ships are waiting, they must radio Port Quintero’s Captaincy, 
VHF Channel 16, in order to confirm their ETA. 
fallast: It should be remembered that according to recent regulations 
issued by the Maritime Authority, every ship from foreign ports is required 
to change its ballast water at least once before calling at Chilean ports, 
at a distance not less than 12 miles from the Chilean coast. This 
lure should be recorded in the Engine Room Logbook, with 
indication of the latitude and longitude of the manoeuvre, amount of 
water replaced and total capacity of ballast tanks, as well as time and 
date when the operation was effected. This action is undertaken in view 
of the need to protect human lives from any risks relative to water ballast. 
Notice of Arrival: Ships going to Puerto Ventanas must advise Ventanas 
Agent of their ETA at specified intervals, as instructed by the Charterer 
in the case of chartered ships. 
24 hours prior to landfall, the Master must advise “Quintero Capuerto” 
of the moan: 
Name and flag of ship. 
ETA 


Number of passengers. 
Amount of dangerous cargo aboard. 
Sanitary status and draft. 

The cable address is “Capuerto Quintero”. All Masters are advised 
that fishing boats and other minor fishing vessels are usually found in 
Chilean waters. 

Masters are required to give Puerto Ventanas Agent their Stowing 
Plans and estimated loading sequence. In the case of bulk ships, every 
effort must be made to restrict the number of manoeuvres of moored 
ships while unloading. 

Mechanised Unloading System: Berth No. 5 operates a mechanised 
unloading system, while Berth No. 2 has a mechanised loading system. 
Berth No. 5 System Features: 


Unloading System: 

Number of cranes: 2 units. 
Lifting power: 30 tons. 
Free digging bulk unloading 

capacity: Over 750 torvhr. 
Maximum range from turning 

axle: 40.0 m. 
Maximum range from dock’'s 

edge: 26.0 m. 
Maximum lifting hook height 

over dock's level: 25.0 m. 
Height of operator's cabin 

floor over dock's level: 23.2 m. 
Maximum depth of bucket 

lower drop point 

below dock level: 18.0 m. 
Total structure weight: 280 tons. 
Total crane weight: 350 tons. 


Accessories: Spreaders for 20ft. and 40 ft. 
containers. Double stock hook. 
20 cu.m. and 8 cu.m. buckets. 

Automatic timing of motions at a 


variable pace, controlled by PLC. 
Sea-to-land solids in bulk. 


Control system: 


Mechanised Transport System: 
Transport load and direction: 


Designed capacity: 1,500 t.p.h. 
Belt width: 42 in. 
Belt velocity: 4.5 m./sec. and 2.2 m./sec. 
Total length of transport 
system: 1,560 m. (approx.). 


Stand-by equipment: Magnetic separator roller sorter; 
two high precision scales on belt 
conveyor. 

Automatic control of start-up and 


fenders through PLC. 


Control system: 


Sampling system features: 


Designed capacity: 1,500 t.p.h. 
Material: Coal. 
Humidity: 10%. 
Size: Less than 3 in. 
sd es Aer 
adi ystem: 
Sater 1. 
Type: Fixed tower fitted with raising type 


' derrick and telescopic chute. 
Designed capacity: 1,000 t.p.h. 
Mechanised Transport System: 


Transport load and direction: _Land-to-sea, solids in bulk. 


Total length: 572 m. 
Belt width: 36 in. 
_ Belt velocity: 2.36 m./sec. 


Acid Loading System: There are sulfuric acid shipping facilities of 540 m. 
in length, operating on carbon steel pipes with a diameter of 16 in., 
Permitting the shipment of 800 t.p.h. at Berths No. 1 and 2. 
Pilotage: The Pilots based in Puerto Ventanas have powers granted by 
hilean Law to operate at Bahia Quintero. 
Prior to the Pilot's arrival, vessel must wait in the Waiting Zone, located 
1,800 m. from the Muelle ENAP Lighthouse, within a radius of 
500 m. The vessel waiting for the Pilot to board must be on its course 
Prior to his boarding. 
ship must have a ladder in compliance with SOLAS 74 
Regulations. The ship is to be operated in such a way as to provide an 
uate lee for the Pilot boarding. 
The Ship's Master or Agent must submit, well in advance, the reception 
plication, by any means available. This application must include the 
ID'S name, date, estimated time of arrival, as well as information on 
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Sanitary status and the presence or absence of sick persons aboard. 
Request for Pilot must also be included in this application, since its use 
is obligatory in the country’s ports. 

Ships of any nationality coming from abroad shall be received by the 
Maritime Authority and, if necessary, by Customs, International Police, 
Maritime Plant of Animal Sanitation authorities, as the case warrants. 

Following reception formalities, the ship shall be granted Free 
Pratique, which is the permission given by the Maritime Authority for 
free access aboard for any persons, landing passengers or crew 
members, and loading or unloading work. 

Approaching the Port: For the purpose of making landfall or setting sail 
from Bahia Quintero, there is a Maritime Traffic Separation Scheme 
(indicated on Charts No. 424 and 501, issued by the S.H.O.A.). 

Port Limits: The port limit has been defined as a line connecting Punta 
Liles and Punta Ventanilla. 

Documents: The following documentation is required in order to 
authorise a ship’s arrival in Chile, to be submitted on forms provided by 
the Chilean Government or international type forms or typed on standard 


Paper: 
10 copies Cargo Manifest. 
6 copies Crew List. 
4 copies List of Passengers. 
4 copies Crew Member's Personal Effects. 
4 copies List of Supplies aboard. 
3 copies General Delivery (mail). 
3 copies List of Hazardous Goods aboard. 
5 copies General Statement. 
5 copies Arms and Ammunition. 
The following will be inspected: 
Last Port Clearance. 
Crew Member's Passports or identification documents. 
Derat Certificate. 
Safety Construction Certificate. 
Safety Radio Certificate. 
Load Line Certificate. 
International Fumes Prevention Certificate. 


Payment receipts for Lighthouse and Light Buoy Fees. 
Watchman: As provided by Chilean Law, all ships must be assigned a 
watchman, who may be appointed by the ship's Agent on request. 
Operator: Puerto Ventanas S.A. 

Head Office: Casa Matriz, Isidora Goyenechea No. 2934, 7 Piso, 
Oficina 702, Las Condes, Santiago, Chile. Tel: 2320922. Fax: 2320923. 

Port Office: Camino Costero s/n, Ventanas, Comuna de Puchuncavi 
V Region, Chile. Tel:(032) 930245. Fax: (032) 931189. 
MEDICAL: There is a small local hospital,and there is an ambulance 
service to Valparaiso. (20 miles away). 
TANKERS: 
S.B.M. Quintero Terminal: The depth at the S.B.M. is 47 m. Max. size 
for berthing, length 342 m. draft 25.5 m. (83 ft.). Manifold connection is 
16 in. Ship's derricks must be rigged to carry a 12 ton lift. Max. pressure 
200 p.s.i. Average discharge rate 8,000 t.p.h. for 25 API crude. 
Gas Berth: Max. size 15,000 tons or 40,000 displacement tons. 
Max. draft 39 ft. Vessels drop both anchors, and moor to 3 stern buoys. 
Ship's head should lie on 285°. Hose connection 6 in. Discharge rate 
240 cu.m.p.h. 

Vessels may moor or unmoor at any time at these terminals. Mooring 
warps must be more than 400 ft. in length. 
R.P.C.: Max. draft 50 ft. Vessels berth to 3 stern buoys, using both 
anchors, ship's head on 305°. Manifold connection starboard side 10 in. 
Hose lift 6 tons. Normal pressure 100 p.s.i. 
Also see “Shipmaster’s Report”. 
FRESH WATER: Available by barge from Valparaiso. Fresh water 
available at Puerto Ventanas Quay by hose. 
FUEL: Available at Puerto Ventanas Quay by truck. See “General” 
before first port. 
CONSULS: Nearest at Valparaiso. 
REPAIRS: Only minor repairs may be effected at workshops ashore. 
REPATRIATION: Possible. 
AIRPORT: Nearest commercial airports at Pudahuel and Cerrillos, near 
Santiago. Military airfield at Quintero may be used in emergencies, 
subject to necessary authorisation. 
TIME: GMT minus 3 hours (October to March). GMT minus 4 hours 
(March to October). 
SERVICES: Food, laundry, etc. can be supplied. 
SHORE LEAVE: Curfew in operation. Crew must carry an Interpol 
Identity Card. See “General” before first port. 
GENERAL: Charts: Chilean Charts: Issued by Servicio Hidrografico, 
Armada de Chile. 

Chart No. 400: Coquimbo Harbour to Valparaiso Harbour. 

Chart No. 501: Punta Pite to Punta Topocalma. 

Chart No. 424: Quintero Harbour. 

Publication No. 3001: Derrotero de las Costas de Chile. 

Volume 1. From Arica to Canal de Chacao. 

British Admiralty and U.S. Charts and Publications: 

B.A. 1314: Ports and Anchorages on the Coast of Chile, including 
Puerto de Valparaiso, Bahia Conchali and Puerto de Los Vilos, 
Approaches to Valparaiso and Caleta Horcon and Bahia Quintero. 

U.S. 22293: Publication South American Pilots. 


SHIPMASTER’S REPORT: April 1988. 

A tug was used to position the vessel when berthing. 28 in. hoses 
were connected on the port side. We were nominated to load fuel oil 
and had to accept a 500 cu.m. line plug of crude before loading. This 
was discharged after the loading was completed. Terminal would not 
accept any dirty ballast or slops. 
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The following moorings were used: 

Starboard anchor — 8 shackles 

Port anchor — 9 shackles 

Port quarter buoy — 2 lines (90 m.) 

Stern buoy — 2 lines (100 m.) 

Starboard quarter buoy — 3 lines (90 m.) 

Port bow — 1 shore wire 

Starboard bow — 1 shore wire 

Ship's head in berth 305°. The pilot comes in either a small blue launch 
or a larger orange boat, depending on which agency is used. 

Cargo details: No. 6 F/O API 13.0 temperature 130°F. Loading rate 
about 900 cu.m.p.h. 

Due to the swell a vessel may roll heavily on leaving the berth and 
when at anchor. 

Port officials board with the pilot. The Oil Record Book is inspected. 
The Port Captain requires to know to what percent capacity is the vessel 
bunkered and the steaming range with that amount of fuel. 


AUTHORITY: Quintero Port Captaincy. 

Terminal Operator: Refineria de Petroleo Con Con (R.P.C.), Puerto 
Ventanas S.A., Andean Mineral Company (Andina), Las Ventanas 
Chemical Terminal. 


SAN ANTONIO: 33.35 S. 71.37 W. 


DOCUMENTS: 
1 Customs Clearance Document. 
2 Light Dues Certificates. 
9 Cargo Manifests. 
2 Crew Lists. 
2 Passenger Lists. 
2 Lists of Stores. 
1 Arms and Ammunition List. 
1 List of Personal Effects. 
2 Baggage Declarations per passenger. 
1 Derat Certificate. 
List of Equipment. 
Lifesaving Equipment Certificate. 
Tonnage Certificate. 
Radio Certificate. 
Crew Vaccination Certificates. 
PILOTAGE: Compulsory. Pilots board vessels about 1 mile outside the 
port. Vessels should wait for Pilot with engines stopped in position 
bearing 060° and 1 mile from Panul Lighthouse. 
ANCHORAGES: Vessels must anchor in position 090° and 1.3 miles 
from the edge of the South Breakwater in 28 m. of water. The bottom 


(See Plan) 


is sand and mud, permitting anchorage of vessels of any length or draft. 


Mooring Buoys: |n the North Basin is located Buoy No. 1, situated 
85° and 180 m. from the head of the Maritime Control Quay, which can 
be used for vessels up to 210 m. LOA, draft 36 ft. and 55,000 d.w.tonnes. 

There is also Buoy Location No. 2, which permits transfer of bulk 
liquids from vessels of 190 m. LOA, draft 33 ft. and 40,000 d.w.tonnes. 
RESTRICTIONS: No restriction on vessels of less than 210 m. LOA. 

From September to March the predominant winds are from S.W.Fog 
is most frequent in March and April. 


MAX. SIZE 
Berth Max. Length Depth 
(m.) (ft.) 
No. 4/5 341 33 
No. 6/7 320 28/24 
North Quay 200 35 
Buoy No. 1 Max. displacement 55,000 tonnes 
Buoy No. 2 Max. displacement 50,000 tonnes 


Vessels intending to discharge are authorised 1 ft. more draft at all 
Berths, with the proviso that they must berth within 2 hours before high 
papi S to 2 hours after high tide, and commence discharge immediately. 


Station Call Sign: San Antonio CB2. Category: (S) 


Frequency Type Receives Transmits Schedule 
2 MHz A3 2182 2182 24 hours 
2738 2738 As required 
4 MHz A3 4143.6 4143.6 As required 


However, it is advisable to use Radio Playa Ancha, Valparaiso, which 
is connected by telex with San Antonio. 

. Port Control can be contacted by VHF on Channel 16, 24 hours a 
jay. 

TUGS: 3 modern tugs, 1,000 h.p., 1,250 h.p. and 2,450 h.p. 

BERTHING: San Antonio has 4 operational piers, 1 private quay (North 

Quay) and 2 mooring buoys. 

All the piers have double strong fenders. 

Berth Usage: Berth Nos. 4 and 5 are used preferably for container 
vessels, bulk grain carriers and larger sized ships in general. 

Buoy No. 2: For transfer of containers, there is 1 mobile crane type 
‘Demag MC900' of 50 tons lifting capacity available. 

In the open area of Berths No. 4 and 5, it is possible to store 1,175 
TEU simultaneously plus 486 TEU in pre-stacking, there being also a 
zone for reefer containers with a capacity of 96 TEU. 

In the port there are 15,800 sq.m. of covered areas intended for cargo 
warehousing, and 120,395 sq.m. of open areas. 

The private companies entrusted with stevedoring within the port have 
the necessary equipment for this work, there also being equipment 
owned by Port Administration which can provide a minimum service. 
Note: Berths No. 2 and 3 damaged by earthquake. 
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Fumigation: When vessels are required to be fumigated due to Chileay 
health restrictions, they must be towed to Buoy No. 2 where the 
treatment is appropriately carried out. In general, this takes 72 hours 
during which time only a security guard may remain on board. It is 
recommended that these vessels arrive equipped with high resistance 
r 

Policarpo Toro Quay: Length 70 m. For vessels of 200 ft. LOA and drat 


not exceeding 33 ft. discharging bulk liquids. Hoses and pipelines ang 
4 mooring bollards available. 
Also see “Developments”. 
CRANES: 
Berth No. 4: 1 x 5 ton, 2 x 7.5 ton. 
Berth No. 5: 2 x 6 ton, 1 x 5 ton. 
Berth No. 6: 2x 5ton.} can be used at 
Berth No. 7: 2x 5ton.) Berths No. 6 or 7. 


The North Quay has mechanical plant for discharge of bulk cargo, 
STEVEDORES: There are various stevedoring contractors wh 
between them have some 2,400 workers specialised in the various por 
and maritime operations (dockers, shipboard workers, watchmen, 
deckhands, tallymen, crane operators, etc.). The contractors have 
equipment for all kinds of work, including 2 fork lifts (Hyster & Taylor) 
with spreaders for 20 ft., 35 ft. and 40 ft. containers, industrial tractors, 
lorries, etc. The work timetable for the port is from 0800 hrs. to 0630 hrs, 
the next day (i.e. 22.5 hours a day). 

Average cargo handling rates per gang: 

Copper: 120 t.p.h. per shift. 

Copper concentrate: 550 t.p.h. per shift. 

Wheat pellets: 300 t.p.h. per shift. 

General cargo: 30 — 40 t.p.h. per shift. 

Containers: 14 — 16 TEU/hour per shift. 

Bulk salt: 100 — 120 t.p.h. per shift. 

Drums: 35 — 40 t.p.h. per shift. 
MEDICAL: Hospital with 190 beds and necessary surgeons. 3 Clinics 
with 40 beds for minor surgery. 
TANKERS: Oil products can be transferred at North Quay, Berth Buoy 
No. 2 and Berths No. 5 and 6. From North Quay, cargo is transferred 
to the terminal owned by Liquidos a Granel who have tanks with a total 
capacity of 25,360 cu.m. 

At Berth Buoy No. 2 liquids can be transferred to Terquim who have 
tanks with a storage capacity of 12,830 cu.m. 

Berths No. 5 and 6, as with the above locations, have facilities for 
transfer of liquid products to the Esso terminals, where there is @ 
maximum pies capacity of 19,780 cu.m. 

FRESH WATER: All berths equipped with standpipes to supply fresh 
water direct to vessels at a rate of about 20 t.p.h. 

FUEL: Marine diesel oil can be supplied to vessels, provided this is 
requested with sufficient advance notice. 

Also see “General” before first port. 

CONSULS: Italy. 

REPAIRS: Three workshops for minor repairs. Major repairs in 
Valparaiso. 

GANGWAY/DECK WATCHMEN: Available. 

OPENING/CLOSING HATCHES: Done by stevedores. 
REPATRIATION: Facilities exist. 

AIRPORT: At Arturo Merino Benitez Airport near Santiago only 2 hours 
away by road. National and foreign airline services to world-wide 
destinations. 

TIME: Local time GMT minus 4 hours; October to March (Dayligh! 
Saving) GMT minus 3 hours. 

SHORE LEAVE: Allowed. Also see “General” before first port. 
IDENTIFICATION CARDS: Required. 

DEVELOPMENTS: A new berth with depth alongside 33 ft. for handling 
solid bulk cargoes is under consideration. 

AUTHORITY: Empresa Portuaria de Chile, Casilla 163-A, San Antonio, 
Chile. Tel: (035) 32159. Telex: 238505 Empor CL. FAX: (035) 32114 
Contact: Patricio Toro Ferrari, Port Director. 


SAN VICENTE: 36.44 S. 73.09 W. 


Also see “General” before first port. 
PORT LIMITS: East of meridian from Punta Pardo and South of paralle 
from Punta Gualpen. 
DOCUMENTS: See “General” before first port and “Valparaiso - 
Documents”. ; 
PILOTAGE: Compulsory. Pilot boards inside the port limits. Pilot wil 
designate anchorage. Accommodation ladder must be rigged if the 
vessel is at anchor awaiting berth as the Port Authorities will board 
Pilots are arrai by Agent. 
RESTRICTIONS: Berthing or unberthing from 0000 hrs. to 2400 hrs 
weather permitting. For tankers, daylight only. 
MAX. SIZE: Draft only restrictions, can berth ships greater than 200 ™ 
LOA and 42 ft. draft. 
HEALTH: Port Authorities give Pratique on arrival. 
RADIO: Radio Estacion Naval Talcahuano. 500 kHz. A-1 H-24. 
Costera Talcahuano 2182 A-3 H-24. 
Radio Estacion Naval Valparaiso. A-1 and A-3 all 
frequencies H-24. 
VHF: Channel 16 safety and calling. 
TUGS: 3 privately owned tugs ranging from 1,200 h.p. — 2,000 h.p. 


(See Plan) 


BERTHING: CAP Pier: North, length 240 m. draft 32 ft. 06 in. at any 
time; South, length 200 m. draft 26 ft. at any time. 
San Vicente General Cargo Berth: 

Pier 1: Length 215 m., draft 37 ft. at any time, ships’ own gear. 

Pier 2: Length 225 m., draft 39 ft. at any time, 1 crane and 1 unloading 
tower for bulk cargoes. Ship's own gear used for general cargo. 

ap Berth “'A’’: Vessel moors with starboard anchor with 7 shackles 

and 3 lines to 2 buoys astern. Max. LOA 150 m. 1 hose with 8 in. 
connection on port side midships. Gasoline, kerosene, diesel oil and jet 
fuel handled. 1 tug and 1 mooring launch available. 
ENAP Berth ‘‘B’’: Vessel moors with 2 anchors with 8 shackles on 
starboard, and 3 lines to 3 buoys astern. Max. LOA 250 m. or up 42 ft. 
draft. 1 tug and 2 mooring launches required. 1 hose with 18 in. 
connection for crude and fuel oil. bw seh rate 1,500 cu.m.p.h. 
ENAP Berth “C’’: Vessel moors with both anchors, using 8 shackles 
starboard side, and 3 lines to 3 buoys astern. Max. LOA 200 m. and 
36 ft. draft. 1 tug and 1 mooring launch required. 2 hoses with 12 in. 
and 16 in. connections, 1 for fuel oil rate 900 cu.m.p.h. can also be used 
for crude. 1 hose for gasoline, kerosene, turbo, diesel and liquid gas. 
STEVEDORES: Through Agents. Stevedores available 24 hours. 
MEDICAL: Good hospitals, no special notice required. 
DENSITY: Salt water. 
FRESH WATER: Available at all piers. 
FUEL: Diesel available by truck. 
CONSULS: Argentina, Belgium, Bolivia, Colombia, Ecuador, France, 
Germany, Italy, Netherlands, Norway, Paraguay, Peru, Spain, Sweden, 
United Kingdom. 
REPAIRS: Deck and Engine workshops. 
DRY DOCKS: ASMAR for large vessels. 
SURVEYORS: Lloyds, N.V., B.V., N.K.K., A.B.S., G.L. 
WATCHMEN: Gangway watchmen compulsory. Deck or Hatch 
watchmen optional. 
HATCHES: Open and closed by riggers gangs. 
CARGO GEAR: Ship's gear. 1 crane for bulk cargoes, rate 200 t.p.h. 
Heavy lift crane with 50 tons capacity. 
REPATRIATION: There are facilities for crew changes. 
AIRPORT: One airport for internal flights. 
POLICE/AMBULANCE/FIRE: Available in the port. 
IDENTIFICATION CARDS: Immigration provide identification cards. 


SHIPMASTER’S REPORT: 1977 (Updated 1990). 
Documents: 
Customs: 
2 copies List of Ammunition. 
7 copies Cargo Manifest. 
4 copies Stores List. 
4 copies Personal Effects List. 
4 copies Crew List. 
4 copies Passenger List (or negative). 
Port Captain: 
Clearance from Last Port. 
2 copies Crew List. 
2 copies Passenger List (or negative). 
International Certificates. 
Police: 
2 copies Crew List. 
2 copies Passenger List (or negative). 
Health Inspector: 
1 copy Declaration of Health. 
1 copy Vaccination List. 
1 copy Passenger List (or negative). 

Agent: 

1 copy Crew List. 

2 copies Passenger List (or negative). 

2 copies Stores List. 

2 copies Personal Effects List. 
Navigation: Bay of San Vicente is entered between rock “Villa de 
Burdeos” and “Point Gualpen”. 

There is a traffic route for vessels leaving and entering Bay San 
Vicente. The separation zone bounded by lines connecting the following 
geographical positions: 73° 10.7’ W., 73° 10.6’ W. and 73° 09.7’ W., 
73° 09.8’ W. Vessels inbound should keep close South of this separation 
zone and vessels outbound close North of the separation zone. 

In the traffic route, Pilot boarding position and the anchorage, the 
depth is 36 ft. Maximum permissible draft is 38 ft. 

The wreck in position Lat. 36° 44.3’ S., Long. 73° 08.6’ W. has been 
removed. 

The present breakwater is under extension to 800 m. 

Pilot: Pilotage is compulsory and the boarding position is about 
Lat. 36° 44.7’ S., Long. 73° 09.8’ W. in Bay San Vicente, or 1 mile S.W. 
of rock “Villa de Burdeos” Gp. Fl. (2) 10 secs. 

Anchorage: The anchorage is about 900 m. East of rock “Villa de 
Burdeos”. The Pilot anchors the vessel. 

Radio: Advance notice: Vessels bound for San Vicente must advise Port 
Captain by radio 24 hours before arrival giving information about ETA, 
draft, if vessel carries passengers or mail, and state of health on board. 
Cable address: “Maritgob Talcahuano”. 

Also ETA to pilot station, VHF Channel 16, 1 hour prior to arrival. Pilot 
Station's name is “Gobernacion Maritima Talcahuano” or Capitania de 
Puerto de San Vicente. 

Tugs: At present there are 2 tugs (1,200 h.p.) in operation. Tugs use 
ship's lines. 

Pilot is in VHF contact with the tug(s) which assists in mooring and 
unmooring vessels. 

Mooring Method: Vessel approaches and enters the berth from South. 

ring and unmooring may take place also during hours of darkness, 

Provided weather conditions are fair and visibility good. 

When the vessel is near the berth, port anchor is usually let go and 
dragged or paid-out while a tug slowly pushes the vessel alongside. 
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The vessel is moored with 4 headlines and 2 springs forward and 
4 sternlines and 2 springs aft. 

Wharves: The pier is 435 m. long and is provided with rubber fenders. 
A new pier 110 m. long is under construction. Depth alongside the pier 
is 34 ft. to 36 ft. 

There are 2 cranes on the pier for grain or other bulk cargoes. Each 
has a capacity of 240 m.t.p.h. (grain). 

Behind the pier is 41,975 sq.m. for log storage. There are railway 
tracks on the pier and the log deposit area. Logs are brought in by 
railway wagons. 

Stevedores: Stevedores work in 3 shifts of 8 hours each. 

Logs are loaded with ship’s gear and at present the capacity is 
max. 60 cu.m. per log-gang per hour. Stevedores working rather slowly 
but make very good stowage. 

Medical: There is an ambulance station just outside the pier gate and 
hospital facilities near the port. 

Supply Service: Bunkers, provision, fresh water and laundry are 

available. 

Shore Leave: All Crew members are issued with landing permit/ 

identification card, which has to be returned before departure. 

Time: Local time is GMT minus 4 hours but from second Saturday in 

October to second Saturday in March GMT minus 3 hours. 

Weather and Tide: During Summer the prevailing wind is Southwesterly. 

In the Winter and specially in the months May to August, the winds are 

North and Northwesterly. 

In general, the weather throughout the year is good, sometimes 
however, during Wintertime with a Northwesterly wind, weather may 
become too rough for cargo operations due to the swell and the vessel's 
heavy movements. In this case the Port Authorities may order the vessel 
to leave the pier and shift to the anchorage, however that is a rare 
occurrence. 

Tidal difference is 1.80 m. in Syzygies. 

Advice: All store rooms on deck and in the accommodation should be 
locked. Crew members should lock their doors, even if they are leaving 
their cabins for a short period. 

Crew members should also take care not to walk alone during late 
night time near or around the harbour area. 


SHIPMASTER’S REPORT: December 1991. 
Vessel: LOA 265 m. 115,000 d.w.t. 
Operation: STS Transfer. 

Vessel anchored on arrival under pilotage in Concepcion Bay (Position 
Lat. 36° 40’ S., Long. 73°01’ W.) with starboard anchor, 8 shackles in 
the water. 
1st Lightering into ‘‘Cabo Pilar’’: 

After clearance of vessel by Port Authorities, the first lightering vessel 
“Cabo Pilar” commenced approach under pilotage and with assistance 
of 2 tugs. One tug made fast centre forward and one centre aft. 

Lightering vessel paralleled our vessel at approximately 100 m. 
distance. Lightering vessel equipped with 3 main fenders and moorings 
of fenders transferred to our vessel after completion of mooring 
operations. 

Both tugs kept lightering vessel in position. 

Lightering vessel alongside our vessel by means of heaving ropes 
(forward rope, aft rope and aft spring) and our vessel heading 195°. 

Weather conditions were fine (no swell, wind Southwesterly, Force 2). 
First mooring lines: Forward rope, aft spring followed by aft rope. 

ightering vessel finally secured with forward: 3 soft breast lines; 
1 forward rope leading to aft and 1 soft spring. Aft: Double soft spring 
and 3 soft stern lines. 

All mooring lines polypropylene and all except one stern line secured 
on bitts. 

Two mooring launches (1 forward and 1 aft) used and only some 
spring lines by means of heaving lines. 

Discharge hoses (28 in. diameter) connected by shore gang (4 men) 
using nuts and bolts and port derrick/crane of our vessel. Max. cargo 
transfer rate 5,000 cu.m./hr. permitted by “Cabo Pilar”. 

Prior to approach, 2 independent cargo surveyors and a Loading 
Master came on board our vessel. Hose connecting personnel on board 
during all cargo operations. 

Good accommodation/meals required to satisfy shore personnel. The 
Loading Master advised Pilot on “Cabo Pilar’ for final position alongside 
our vessel. 

Lightering vessel only used common safety check list, however the 
rendered STS safety check list from our vessel signed and applied to. 

Radio contact between vessels by means of handy talky. 

VHF contact prior to and during mooring/unmooring operations via 
VHF with lightering vessel. 

Usual time required for approach, mooring, unmooring, loading cargo 
surveys, connecting/disconnecting, etc. 

Unmooring operations after cargo survey on board both vessels 
completed and cargo transferred figures compared as per Customs 
Regulations. 

Unmooring of “Cabo Pilar’ under pilotage and using one tug forward 
in centre. Singled up to spring aft, a stern line and the forward rope 
leading to aft. After which ropes let go in sequence as follows: Stem 
line, spring aft and forward line. 

After completion of cargo transfer, cargo hoses left on board our 
vessel. 
2nd Lightering into OBO ‘‘Makedonia Star’’: 

Our vessel heading 240°, wind W.S.W.'ly, Force 4, no swell. 
“Makedonia Star” using pilots, tugs, approach similar to “Cabo Pilar’. 

Prior to approach, same shore personnel on board our vessel. 
Sequence of mooring lines: 


Forward: Aft: 
Forward Rope Aft Spring 
Forward Spring Aft Rope 


Ship heaved into final position alongside our vessel. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englang 


Total mooring lines, all soft and propylene and all secured on bitts: 
Forward: 4 head lines and double spring, all from forecastie of 
“Makedonia Star”. 

Aft: 4 stern lines and double spring, all from poopdeck of “Makedonia 
Star’. 

During cargo transfer, moorings of fenders transferred to “Makedonia 
Star”. 

After completion, discharge hoses disconnected and transferred to 
“Makedonia Star”. 

Safety check list and cargo transfer of 2 different grades (1 by 1) as 
per “Cabo Pilar’. 

Max. allowed cargo transfer rate 4,000 cu.m./hr. 

Cargo transfer, mooring/unmooring operations as per “Cabo Pilar’. 

Local information received from agency on arrival: “Cabo Pilar’ (d.w.t. 
68,932) length 250 m. and “Makedonia Star” length 238 m. 

Local information from Loading Master: Usual lightering only by 
“Makedonia Star”, and 3 transfers required. 

Turnaround of this vessel for discharge at San Vicente approximately 
24 hours. 

Mooring, unmooring and lightering operations only in daylight. 

At approximately 1600 hrs. daily, wind increased to Force 4 to 5, and 
during the night decreased to Force 2 (S.W.'ly). 

General Port Information: 

Shore leave by means of launch permitted (40 minutes). 

Shore passes in use. 

Same launches used for supply of all provisions, stores, etc. 

Fresh and other provisions, stores/spares available locally and 
reasonable prices/good quality. 

Bonded beer and bonded cigarettes very expensive. 

Good laundry services available. 

24 hour agency via VHF Channels 16 and 62. 

Embarkation/disembarkation of ship's personnel permitted. 
Concepcion Airport approximately 1 hour from Talcahuano, with flight 
connections to Santiago Airport. 

Ultramar Len ag! provided very good local services. Cash deliveries 
to be ordered in advance. Customs will seal bonded store on arrival. 
Dentist and doctor in Concepcion. 


AUTHORITY: Armada de Chile, Dirrecion Del Litoral y M.M., 
Gobernacion Maritima, Blanco No. 475, Talcahuano. Contact: Captain 
Cesar Moreno Poblete, Maritime Governor. 

Empresa Portuaria de Chile, Blanco Avda. No. 839, Valparaiso. 
Tel: (032) 257167. Telex: 230313. FAX: 259937. Contact: Raul Urzua 
Marambio, Director General. 

Talcahuano/San Vicente Ports: Empresa Portuaria de Chile, Avda. 
Latorre No. 1590, Talcahuano. P.O. Box No. 265, Talcahuano. Tel: (041) 
542249. Telex: 260095. FAX: (041) 541807. Contact: Alberto Arismendi 
Torres, Administrator. 


TALCAHUANO (including Concepcion Bay): 
36.41 S. 73.06 W. 


DOCUMENTS: See “General” before first port. 
PILOTAGE: Compulsory. Pilot boards 3 cables off Belen Lighthouse. 
ANCHORAGES: 
Anchorage Positions: 

(1) Lat. 36° 42’ 00” S., Long. 73° 05’ 14” W. 

(2) Lat. 36° 42’ 00” S., Long. 73° 04’ 51” W. 

(3) Lat. 36° 42’ 18” S., Long. 73° 04’ 51” W. 

(4) Lat. 36° 42’ 18” S., Long. 73° 05’ 14” W. 
Explosives Buoy: Lat. 36° 06’ S., Long. 73° 05’ 14” W. 
Quarantine Anchorage: Vessels in quarantine must anchor 182° from 
Belen Lighthouse and 7 cables off. 

Vessels that transport explosives are anchored in the same direction 
but 9 cables from Belen Lighthouse. 
RESTRICTIONS: Port works 24 hours. Only 6 vessels can moor 
eer quay at one time. 
MAX. SIZE: Vessel that arrives with a draft of 29 ft. and length 180 m. 
can dock on the East side of the Government Pier. 
RADIO: Talcahuano Radio, call sign CBT (Category S). 


(See Plan) 


Frequency Type Receives Transmits Remarks 
MHz kHz kHz 
5 A-1 500 500 24 hours 
5 A-1 512 512 Working 
frequency 

2 A3J 2182 2182 24 hours 

4 A3J 4043.6 4143.6 
A3J 4063.0 4357.4 Vessel 
A3J 4125.0 4419.4 request 
A3J 6218.6 6218.6 
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TUGS: 21,500 h.p. and 1900 h.p. 

The shipyard (Asmar) has 3 tugs; 2x 285 h.p. and 11,000 h.p. 
BERTHING: Ta/cahuano General Cargo Government Pier (Emporchi): 
Berth No. 1 — Length 155 m. Berth No. 2 — Length 205 m. 
Berth No. 1 — Max. draft 29 ft., Max. LOA 180 m. Berth No. 2 — Max. 
draft 22 ft. Max. LOA 100 m. 
Mole 500: (Naval base) Max. length 230 m., max. draft 27 ft. 

Vessels moor with 4 head lines, 4 stern lines and 2 springs. Loading 
and discharging by ship's gear. 
Passenger Mole: At a distance of 80 m. from the Fiscal Quay and on 
the Blanco Encalada Mole is the Passenger Pier with concrete steps for 
passenger traffic. 
Chacabuco Quay: Situated in the Inner Harbour for repairs. Vessels up 
to 21 ft. draft can moor. No railway line or cranes, therefore vessels must 
work with own derricks to vans. “Asmar” tugs are used for mooring. 
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Concepcion Bay: Penco Private Pier: The pier is 1700 m. long ending 
in a platform on which stands a fixed base rotary crane. Vessel’s bow; 
lie on 348°T, both anchors used to final shackle. There are 4 buoys 
1 on each bow, 1 astern, and 1 on the starboard quarter. Vessels aig, 
tie up to 3 dolphins on the East side of the pier. 12600 ft. MOoring 
lines are required and also 2 springs. A tug is required. The berth « 
exposed to strong Northerly winds, and vessels must be prepared jp 
leave at short notice. 

Max. draft 33 ft. There are 2 sea-going tugs for docking an 
undocking. 

Also see “Lirquen”. 

CRANES: 4 x 5 ton Portal crane on the Fiscal Pier. One floating crane 
180 tons. One mobile crane 30 tons. 

STEVEDORES: 12 gangs available. Loading: assorted goods 12 t.p.h, 
gang/hatch. Cereals 25 t.p.h./gang/hatch. Timber 100 t.p.h./gang/hatch, 
Newsprint 20 t.p.h./gang/hatch. 

Discharge: assorted goods 12t.p.h./gang/hatch. Bagged cargo 
25 t.p.h./gang/hatch. 

When loading is carried out by means of lighters, this is usually done 
from privately owned moles belonging to the principal commercial firms 
of the port from their warehouses situated inside the Morro Channel, 
Working hours are 0800 — 1430 hrs. and 1430 — 2100 hrs. Also see 
“General” before first port. 

MEDICAL: Public hospital with board and sanatorium for infectious 
contagious diseases. In addition, private clinics and a naval hospital. 
FRESH WATER: Available at Berths No. 1 and No. 2. 

FUEL: Can be supplied only to vessels moored alongside quay and this 
in small quantities up to 100 tons, by means of cistern-truck or in drums 
Also see “General” before first port. 

CONSULS: Brazilian and Norwegian consulates. At Concepcion the 


following: 
Argentina France Panama 
Belgium Guatemala Peru 
Bolivia Germany Sweden 
Colombia Honduras Switzerland 
Denmark Italy Spain 
Ecuador Mexico U.K. 
El Salvador Netherlands Uruguay 
Finland Paraguay Venezuela 


REPAIRS: “Asmar” or the navy workshop has capable personnel and 
modern equipment to effect all kinds of repairs, not only to hull, but also 
to engines, boiler plates, welding, carpentry and electrical works. Chilean 
Navy has high-sea tugs to effect salvage and assist vessels in danger. 
3 private-owned workshops, which can effect small repairs to vessels 
afloat. Several slipways for construction and repair of small craft. 
DRY DOCKS: Naval shipyard and workshops have 2 dry docks, Dock 
number 1 is 180 m. long by 30 m. wide. Dock number 2 is 250 m. long 
by 40 m. wide. 

Two floating docks: one 200 ft. long by 30 ft. wide for vessels up to 
1,000 tons, and the other 333 ft. long by 50 ft. wide for vessels up to 
3,500 tons. There is also a workshop for repairs to be effected afloat. 
There are 6 anchored mooring buoys used by vessels when entering 


oY Dock 2. 

GANGWAY/DECK WATCHMEN: Available. 

OPENING/CLOSING HATCHES: By stevedores. 

REPATRIATION: Good facilities exist. 

AIRPORT: Carriel-Sur is situated between Talcahuano and Concepcion, 
7 km. N.W. of Concepcion. Lan-Chile has connections from this airport 
with all the towns of the country from Arica to Punta Arenas and abroad. 
TIME: GMT minus 4 hours. Also see “General” before first port. 
SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Required. 

GENERAL: South wind affects vessels only when moored outside the 
port zone. Weather signals are indicated on Signal Station of Por 
Authorities’ Building. 

Climate: Temperate. 

Predominant Wind: South — West at 26 knots. 

Rainfall: 736 mm. per year. 

Temperature: Average maximum 16°C, average minimum 7° C. 
AUTHORITY: Empresa Portuaria de Chile, Blanco Avda. No. 839, 
Valparaiso. Tel: (032) 257167. Telex: 230313. FAX: 259937 
Contact: Raul Urzua Marambio, Director General. 

Talcahuano/San Vicente Ports: Empresa Portuaria de Chile, Avda 
Latorre No. 1590, Talcahuano. P.O. Box No. 265, Talcahuano. Te/: (041) 
542249. Telex: 260095. FAX: (041) 541807. Contact: Alberto Arismend 
Torres, Administrator. 


TALTAL: 25.24 S. 70.29 W. 


DOCUMENTS: See “General” before first port. 

PILOTAGE: No official pilot station at Taltal. If professional assistance 
required vessel should give ETA 24 hours in advance via Valparaiso 
Radio. Pilot boards at the anchorage. International code signals used. 
Pepate Master's Office can be contacted by radio-telephone on 
2182 kHz. 

ANCHORAGES: Sheltered deep-water anchorage suitable for any sizé 
vessels. Locations of designated areas marked on the chart. 
RESTRICTIONS: Port closed in Summer from 2000 hrs. to 0600 hrs.; 
in Winter from 1900 hrs. to 0700 hrs. 

MAX. SIZE: Limited only by depths in anchorage. 

HEALTH: Vessel! boarded on arrival by Health Inspector. 

RADIO: Radio Naval Valparaiso or Radio Naval Arica. Use R/T of 
2182 kHz. and 2738 kHz. A3 on the half hour from 0800 hrs. to 1800 hrs 
TUGS: One privately owned tug may be called on to assist if necessary 


(See Plan) 


BERTHING: No berths alongside shore. Vessels work cargo in open 
ge. One buoy berth for tankers. Mooring, unmooring in daylight 
_6 in. hoses for discharging fuel and diesel. 

EDORES: At least 24 hours advance notice of ETA required to 
arrange gangs. Also see “General” before first port. 
MEDICAL: iors and hospital facilities available. Advance notice 
desirable. 
TANKERS: Caleta Ossa Mooring Berth: Vessels berth to 2 stern buoys, 
ysing both anchors. Ship's head on approximately 225°T. Depth of water 
47. A Pilot is required and comes from Antofagasta. 
FRESH WATER: Not available. 
FUEL: Not available. 
CONSULS: There are no local representatives. 
REPATRIATION: No facilities for crew change or repatriation. 
AIRPORT: There is no airport. 
TIME: GMT minus 4 hours. Also see “General” before first port. 
HOLIDAYS: See “General” before first port. 
TELEPHONES: There is a telephone service. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Required by all crew members. 
AUTHORITY: Capitania de Puerto, Taltal, Chile. Contact: Luis Alegre 
Lepe, Capitan de Puerto. 


TOCOPILLA: 22.05 S. 70.11 W. 


DOCUMENTS: See “General” before first port. 
ANCHORAGE: A good anchorage can be found 5 cables North or N.W. 
of the moles. 
PILOTAGE: Compulsory. Pilot will board between 0700hrs. and 
2000 hrs. The boarding position is 5 to 7 cables North of the moles. Pilot 
will board at other times on special request from the Agent. 
MOORING: The port has 2 buoys for mooring vessels of any tonnage 
and which are used exclusively by ships discharging or loading general 
cargo and bagged nitrate. The depth of these moorings is from 
15m. —30 m. 
RESTRICTIONS: Ships are boarded by Pilot and Port Authorities up to 
2000 hrs. (local time). On special request from Agent, vessels are 
received up to midnight. 
MAX. SIZE: See “Berthing”. 
HEALTH: On arrival vessel boarded by Sanitary surgeon, who will grant 
full Sanitary Pratique valid for all Chilean ports of call in the present 
voyage. In cases of suspected disease he will determine if patient or 
patients should be removed to local hospital, otherwise he will declare 
the effected vessel Sanitary Free Pratique cleared. 
RADIO: All calls should be directed via Arica, Iquique, Antofagasta or 
Playa Ancha (Valparaiso) Naval Radio Station. According to Chilean 
Regulations all vessels in Chilean coastal waters (within 200 miles) must 
inform position, course, speed and previous and next port of call to Radio 
Naval Valparaiso to the nearest Coast Guard at 0800 hrs. and 2000 hrs. 
every day whilst at sea. 
Valparaiso “CBU” listen on 4349 kHz or 8748 kHz or 12714 kHz. 
Also see “General” before first port. 
TUGS: It is compulsory to use a tug for mooring and unmooring. 
BERTHING: S./.T.: 
(a) Two buoys belonging to S.1.T. (ex-Sociedad Quimica y Minera 
de Chile) — see “Mooring”. 
S.1.T. No. 5: Quay for bagged and general cargo with two 
cranes of 3 tons and 1 crane of 5 tons capacity. 
S.1.T. No. 1: Quay for bagged nitrate, one 50 ton and one 3 
ton capacity crane. Quay also used for passengers. 
Fiscal Quay: Used by fishing vessels. 
All cargoes through these quays handled by lighters from rail cars. 
15 lighters are in operation, 5 motor launches available. 
(b) Nitrate Mechanised Wharf (Branch): Max. depth at H.W. is 
12.8 m. and minimum 11.58 m. 
Nitrate transported by conveyor belts at rate 1,000 t.p.h. from 
6 silos of 9,000 tons capacity each. Under normal conditions and 
using trimmers, a vessel can be loaded at a rate of 800 t.p.h. 
Fishmeal pellets can be loaded at 350 t.p.h. 
Codelco: Mechanised Pier came into operation in August 1987, for coal 
discharging with 2x30 ton cranes with a rate of 750 t.p.h. each. This 
pier can also be used for discharge of any bulk, general or container 
we and for loading general or container cargo. Depth alongside 
Sm. 


(See Plan) 


Max. size:80,000 tons displacement, LOA234 m.andmax. draft13.5 m. 


STEVEDORES: Number of gangs required for loading and/or unloading 
operations should be radioed 24 hours in advance to Agent. Also see 
General” before first port. 
MEDICAL: In case of urgent need of a doctor on arrival the Master 
should request medical assistance by radio to Agent and/or Port Captain. 
A modern hospital is available with adequate facilities. There is a first- 
aid clinic for minor surgery. 
TANKERS: Two buoys used for oil discharge. Both for clean and crude 
Products. One of them belongs to Cia. de Cobre Chuquicamata — 
(Codeico), not in use, and operates with 2 lines of 8 in. diameter, the 
other buoy is property of Sociedad Quimica y Minera de Chile S.A. and 
has 2 lines of 8 in. diameter for discharge of clean oil and crude. 
lelco Terminal: Maximum draft 36 ft. Maximum length 250 m. 
Manifold distance to bow 130 m., in case greater than 130m. the 
maximum draft is limited to 26 ft. 
luimich Terminal: Maximum draft 45 ft. Maximum length 250 m. 
Also see “Shipmaster’s Report”. 
FRESH WATER: Small quantities available at S.1.T. and Codelco. 
EL: Not available. 


CHILE 


CONSULS: None. 
REPAIRS: Facilities only for minor repairs. 
GANGWAY/DECK WATCHMEN: Compulsory to employ services of a 

ae watchman. 

P “11 it th HATCHES: Ship's crew allowed to open or close 
hatches. 
CERTIFICATES: 

Safety equipment (radio, etc.). 

Tonnage. 

Derat. 

Radio. 

Chilean Light Dues Certificate. 
CUSTOMS ALLOWANCES: No special restrictions. 
CARGO GEAR: Gear that complies with standard Port Safety 
Regulations. 
REPATRIATION: There are facilities. 
AIRPORT: At sai sae 200 km. by good road. 
TIME: GMT minus 4 hours. Also see “General” before first port. 
HOLIDAYS: See “General” before first port. 
POLICE/AMBULANCE/FIRE: Police Headquarters 811812; Hospital 
811081; Fire Department 811842. 
TELEPHONES: No facilities for placing telephone lines aboard. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Required. 
REGULATIONS: Not allowed to pump oil or dirty water from bilges or 
throw rubbish overboard while anchored. 
DELAYS: Probable on surf days, mainly in June, July and August. 


SHIPMASTER’S REPORT: July 1986 (Updated 1988). 

Cargo: 36,400 tonnes of sodium nitrate in bulk. 

Shipper: Sociedad Quimica i Minera de Chile (now S.I.T.)/Tocopilla. 

ealibe he China National Chemical Import and Export Corporation, 
‘eking. 

Documents: 

1 copy Last Port Clearance. 

3 copies General Declaration. 

5 copies Crew List. 

3 copies Stores List. 

2 copies Personal Effects List. 

1 copy International Health Declaration. 

Ship's Register. 

Ship's Safety Equipment Certificate. 

Anchorage: A anchorage can be found 5 cables from shore, in 
depths of 50 m. The vessel rolled constantly in a S.S.W. swell. 
Pilotage: Compulsory for berthing/unberthing. There is one Pilot 
(Captain Jerko Huerta Rochas), who is very good. 

Mooring at Nitrate Plant: Mooring in daylight only; unmooring any time 
of day and night. 

Clearing: Shortly after anchoring at 2230 hrs., Authorities and Soquimich 
Surveyors came on board, for which accommodation ladder was 
prepared. 

Health: Applying for Radio Pratique not necessary. 

Radio: Vessel, possessing Satcom/telex had no problems he a 
Agent. Agent is reachable 24 hours a day on VHF Channel 16. ET: 
notice to Harbour Master will be given by Agent. 

Note: When in 200 mile territorial waters of Chile, daily report to Radio 
Naval Valparaiso should be given, stating ship’s movements. 

Tugs: 11,500 h.p. and 1300 h.p. For berthing/unberthing we used 
the larger tug. 

hel Without problems; port side to plant/70 m. from shore (see 
“Plan’”). 

Sequence: 1. Drop starboard anchor and slack away. 

2. rdotwe| (not wires) to port forward buoy (all buoys have 
S). 
3. 2 lines to starboard aft buoy. 
4. 2 lines to port aft buoy. 
5. ae line to starboard buoy on recommendation of 
ilot. 

When above is completed, a mooring gang comes on board to pick 

up 2 polypropylene springs from shore, using ship's winches. They stay 
on board in 3 shifts, to shift vessel under rotating telescopic loading arm. 
Officers should ensure that vessel is kept within line of port buoys as 
there are a few rocks close by. 
Warning: When loading No. 1 hold (our vessel's length being 186 m.) 
ship had to be heaved very close to the port aft buoy. Longer vessels 
could have problems. Problem was recognised by the Pilot, who in the 
past said to have applied for buoys being replaced to create room for 
larger vessels. 

Maximum permissible draft 36 ft. Depth of water 42 ft. All during her 
loading vessel experienced a 4 ft. — 5 ft. swell, which kept her rolling 
constantly. 

Medical: Hospital facilities available. 

Provisions: Chandler very expensive; many products not available. 
Shore Communications: Distance to shore is 70 m.; accommodation 
ladder found best on starboard side. Agent boats U.S.$12 — 18/two ways, 
but crew found out, that for a small amount there was always/any time 
transport available and Agents boat-service was abandoned. 

ern Allowances: No special restrictions; bonded store was not 
sealed. 

Meatroom: Not sealed as in most other Chilean ports. 

Identification Cards: Necessary. Will be issued by arrival boarding party. 
Have to be returned on sailing. 

Time: Local time is GMT minus 4 hours (second Saturday in March to 
second Saturday in October), otherwise GMT minus 3 hours. 

Delays: Vessel experienced no delays due to weather or swell. 
Apparently delays occur sometimes on surf days, mainly in June, July 
and August, when vessel! has to leave berth. 

Authority: Port Captain. 

Watchmen: From shore 24 hours a day in 3 shifts. Found very co- 
operative; no pilferage. 
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Report Loading 36,400 tonnes Sodium Nitrate in Bulk: 

1. Holds have to be extremely clean. Most vessels find themselves 
rejected on arrival and after agreeing about price of cleaning, will 
be cleaned by Soquimich (now S.1.T.) personnel with their water- 
pressure equipment. This being the only way to start loading. 
For taking the heavy compressor on board cargo gear at all holds 
is necessary. Some vessels were said to have been forced to 
have their holds/tanktops painted, before being passed. 

2. The cargo is stowed in 6 silos and transported to the ship via a 
belt, which runs into a turnable arm, which can bridge a distance 
of 90m., including the last 26m., covered by a telescopic 
extension. The loading did not produce extensive dust and the 
vessel's decks and accommodation were easily cleaned after 
sailing. 

3. Loading rate found to be max. 900t.p.h., overall calculation 
(including minor delays) 600t.p.h. (Max. rate 1,200 t.p.h., 
depending on type of product). 

4. Stowage factor appeared to be slightly higher than stated (0.88 
against 0.84/0.86). 

5. Air draft as per Charter Party had to be max. 10.50 m. Found air 
draft loading arm-end to be approximately 12 m. But there has 
to be a safe allowance for the 4ft. — 5ft. swell. Vessel 
experienced no problems however, the air draft being the 
recommended 10.5 m. 

6. When loading was completed, the cargo was covered with plastic 
sheets, before closing the holds. 

7. The stevedores were found very co-operative. 


AUTHORITY: Port Captain. 
Servicios Integrales de Transitos y Transferencias Ltda. (S.I.T.), 
Arturo Prat No. 1060, (Castilla 2098), Tocopilla, Chile. Te/: 811011 — 


811012. Telex: 325601 sqmsit ck. Cables: Salagencia. 
Contact: J. Patricio Guerrero T., Port Manager — S.I.T. 
VALPARAISO: 33.02 S. 71.38 W. (See Plan) 


PORT LIMITS: A line joining Roca la Baja and Punta Gruesa. 
DOCUMENTS: 

1 Clearance. 

1 Light Dues Certificate. 

7 Port Cargo Manifests. 

4 General Cargo Manifests. 

7 Transhipment Cargo Manifests. 

3 Passenger Lists for the Port. 

3 Passenger Lists for Transit. 

18 Crew Lists. 

1 Personal Effects List. 

Passenger Baggage Declaration (2 per passenger). 

1 Fumigation Certificate. 

24 hours prior to vessel's arrival, the Port Authority require a Cargo 
Manifest, Stevedoring Plan, List of Cargo per hatch, List of Hazardous 
Goods in accordance with |.M.D.G. le, tally books and List of 
Containers. 

Also see “Ship's Officer's Report”. 

RADIO/VHF: Maritime Radio Station of Valparaiso in Playa Ancha which 
attends the public maritime service. Coastal Radio Service (SRC) with 
its station situated in the Port Captaincy Building, attends the maritime 
service to receive information rope arrival and departure and also 
provides information on safety of navigation, (call sign CBV-20). 

Maritime Radio Station “Valparaiso Playa Ancha Radio/CBV” serves 
the Official Correspondence (OC) and Public Correspondence (PC) of 
the National and International Maritime Mobile Service (MMS). 


Station Frequency Type Receives Transmits Schedule 
Call Sign (UTC) 
Valparaiso 500 kHz AIA 500 500 H24 
Playa 4MHz AIA b.4/c.1,5,6 4349 0400-0430 
Ancha 
Radio 0600-0630 
“CBV” 0800-0830 
1000-1030 
1200-1400 
2200-2400 
8MHz AIA  b.8/c.1,5,6 8478 1200-0400 
12 MHz A1A_ b.12/c.1,5,6 12714 1200-1400 
1600-2000 
2200-0400 
16 MHz AA _ b.16/c.1,5,6 16956 1400-1600 
2000-2200 
22 MHz AIA _ »b.22/c.1,5,6 22473 1400-1600 
2000-2200 
2 MHZA3H J3E- =. 2182 2182 H24 
4 MHZA3H J3E 94125 4419.4 H24 
156.80 MHz F3 c.16 VHF c.16 VHF H24 
Station Frequency Type Receives Transmits Hours of 
Call Sign service 
Gobernacion 2MHz J3E 2182 2182 H24 
Maritima 156.80 MHz F3_ c.16 VHF c.16 VHF H24 
Valparasio 
Radio/“CBV5” 


The pilot station “Gobernacion Maritima Valparaiso Radio/CBV5", 
located in the same building, has a VHF Radio and communications are 
carried out directly with ships for the entrance and/or departure from 
port. Contact pilot boat on VHF Channel 6. 
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PILOTAGE: Compulsory. Vessels reception is made about 2.5 cable; 
off the breakwater on a bearing of 009° from the breakwater head light 
ETA: Port Authorities require 24 hour and 4 hour notice prior arrival, 
ANCHORAGES: Outside the harbour and close by, vessels find 
anchorage in 25 — 15 fathoms of water. it is always prudent to secur 
a good anchorage, owing to possible strong winds during all periods o 
the year which cause heavy swells. 

In Winter, vessels anchor with one anchor with full chain and haye 
another ready for em ncies. During Winter, it is not convenient tp 
anchor near the coast due to the risk of dragging, during Summer the 
near to coast, the better. 

The anchorge is marked on Chart No. 511, with Pier Baron 
168°, at a distance of not less than 600 m. Vessels under 100 m. LOA 
can anchor between Pier Baron and the breakwater head, position als, 
indicated on chart. 

TUGS: There are 8 privately owned tugs, ranging from 800 s.h.p. - 
2,500 s.h.p. Use of tugs is compulsory. 


BERTHING: 

Berth No. 1 2 OFS ek: | See nT 6S Grae 
Quay No. 1 1 1 eee ay ro ae aie) ae 
Length (m.) 617 366 245 112 245 225 225 
Depth (m.) 8.22 8.39 9.50 9.29 8.98 8.29 6.56 7.92 8.79 8.49 
Quay cranes 2 3(1) O11) hen 12 erie 
Telephone —_ — 1 1 — 1 — — T= 
(1) Private Crane. 

Berthing 24 hours. 


Facilities and Equipment: Lift on: Outside the Port of Valparaiso, there 
are Inland Terminals for full and empty containers, operated by private 
companies. The main operators are: Tesco, Transcontainer, Ultramar 
trans, Sitrans, Cosan, Sepsa. 
STEVEDORES: The stevedoring syndicate has 397 registered 
members and 108 substitutes. Working hours are 0800 — 1530 hrs. 
1530 — 2300 hrs. and 2300 — 0630 hrs. 
MEDICAL: Several hospitals and clinics with qualified staff. 
TANKERS: Las Salinas Oil Terminal: Depth 40 ft. Max. displacement 
40,000 — 50,000 tons. oro anytime, day or night. 
FRESH WATER: Delivered by hoses connected to the existing 
standpipes. The quality of the water is good and can be delivered at the 
rate of approximately 20 t.p.h. The couplings are 2.5 in. 
FUEL: Copec, Shell Chile, or Esso Standard Oil deliver petroleum o 
diesel oil in any quantity needed by pipeline at Salinas, approximately 
5 miles North of the port, mooring vessel in 7 fathoms water to special 
buoys and embarking a Pilot at Valparaiso Port. Delivery is at a rate o! 
180-200 t.p.h. Diesel can be delivered by truck and by pipe at the quay 
Report: 1988. 

Vessel loaded 80 tonnes of fuel oil in 7 hours from tanker trucks 
Ship's crew to stand-by with fire hose and fire extinguisher. 
CONSULS: 

Consulate Generals: 


Argentina Germany Panama 
Bolivia reece Peru 
Brazil Guatemala Spain 
Colombia Italy Sweden 
Ecuador Norway Venezuela 
Consulates: 
Belgium France Paraguay 
Denmark Haiti Switzerland 
Dominican Honduras United Kingdom 
Republic Monaco United States 
El Salvador Netherlands Uruguay 
Finland Nicaragua 


REPAIRS: Several shipyards, workshops and foundries for repairs to 
hull, boilers, machinery and engines. The principal is Asmar belonging 
to the Navy. There are several other smaller shipyards for construction 
and repair of minor craft. 


DRY DOCKS: Floating dock 10,000 tons lifting capacity with length 
167.1m. and inside width 26.1m. Max. draft possible is 9.7m 
Max. displacement 30,000 tons. Max. d.w.t 24,000 tons. 2 x 15 ton 
cranes. 


GANGWAY/DECK WATCHMEN: Available. 


OPENING/CLOSING HATCHES: Carried out by the stevedores or by 
ship's crew. 


CUSTOMS ALLOWANCES: No unusual restrictions. 
REPATRIATION: Facilities available. 


AIRPORT: International airport at Pudahuel, 90 km. from Valparaiso 
Los Cerrillos is the nearest airport. From Pudahuel, Lan-Chile maintait 
daily services to Arica to the North and to Punta Arenas with stops @ 
all the principal towns. 


TIME: Local time October to March, GMT minus 3 hours. March to 
October, GMT minus 4 hours. 

HOLIDAYS: See “General” before first port. 

SERVICES: Compasses, radars, meteorological instruments and othe’ 
nautical equipment can be tested and fixed. Charts and maps can be 
obtained from the Chilean Navy Navigation and Hydrographic 
Department. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Required. 

GARBAGE DISPOSAL: Waste disposal services can be contracted by 
ship's Agent. 

WASTE OIL DISPOSAL: No facilities. 

SEAMAN’S CLUBS: None. 

CURRENCY: Chilean Peso. 

PORT REGULATIONS: It is strictly prohibited to dismantle the ma" 
engine or effect repairs to the engines without previous notification ar 
authorisation from the Maritime Authorities. Also, to deballast petroleu™ 
pump bilges, throw waste or refuse overboard in the artificial port. 


WEATHER: A weather report showing the condition at various points 
off the coast of Chile can be obtained from Playa Ancha Radio twice a 
day. A general rule for the next day's forecast: the weather condition at 
juan Fernandez Islands will be 24 hours later than the conditions at 
valparaiso. 
Climate: Temperate. 
Average Amount of Cloud: 4.8 — 8 hours. 
predominant Winds: S.W. and N.W., speed 23 knots. 
Rainfall: 360.2 mm. in one year. 
Temperature: Average max. — 19°C. 
Average min. — 11°C. 

DEVELOPMENTS: Infrastructure Reconstruction Project started in 
January 1994. It consists of extending the container terminal yard. Also 
included is modification of Berths No. 1, 2 and 3, to give specialised 
service to multi-purpose vessels at Berth No. 1, and full container 
vessels at Berths No. 2 and 3. 

During February 1994, Customs will lease the installation and 
operation of two Inland Terminals near the port as an extension of the 


ac 1997, at least 2 ship-to-shore gantry cranes may be installed in 
Berths No. 2 and No. 3. 


SHIPMASTER’S REPORT: April 1980 (updated 1990). 
Documents: 

6 General Declarations 

12 Crew Lists 

6 Passenger Lists for the Port 

6 Passenger Lists (even if nil) 

6 Mail Lists (or no Mail) 

2 Crew Effects Lists 

6 Bond and Canteen Lists 

6 General Stores, Food Lists 

Clearance from Last Port. 

Pilotage: Compulsory. Pilot boards vessel 0.5 miles East of Dupret Light. 
24 hours notice required to Port Captain (Maritgob). 
Anchorage: Anywhere outside the “Prohibited Anchorage Area”. The 
holding ground is moderate. 
Restrictions: Port closed for all kinds of activities only in bad weather. 
Max. Size: Max. LOA: 200 m. (depending on berth). Max. draft 10 m. 
(except Berths No. 9 and 10) after completion of dredging which is in 
progress. 2 ft. keel clearance required. 
Health: Quarantine message should be sent 24 hours prior to arrival. 
Radio: Playa Ancha Radio “CBV”. 
VHF: Port Captain on Channel 16. Pilot on Channel 6, vessel’s Agent 
equipped with Private Channels, contact on Channel 16. 
Tugs: 4 tugs available. Compulsory for large vessels. 
Density: 1025. 
Fresh Water: Available. Rate 15 to 20 t.p.h. 
Fuel: Bunker fuel oil and diesel oil available, but expensive. 
Airport: At Santiago. 
Repairs: Very good services available. 
Services Available: Fresh provisions, machine shop, Lloyd's Surveyor, 
Salvage surveyor, laundry service, lubricating oil, doctor, hospital, meats 
and groceries. 


SHIP’S OFFICER’S REPORT: November 1990. 
Documents: 
Clearance from Last Port. 
Light Dues Certificate. 
1 copy Port Cargo Manifests (Manifiesto de carga para puerto). 
Pela Cargo Manifests (Manifiesto de carga en transito), see Note 
Cargo Manifests, covering cargo shortshipped but manifested on 
previous vessels calling at Valparaiso (Manifiesto de carga de 
transbordo) — not required. 
1 copy Dangerous Cargo List (Lista de carga peligrosa). 
2 copies Passenger List (Pasajeros para puerto). 
bbe Ay earyary List (Pasajeros en transito) — not required (See 
lote (a)). 
5 copies Crew List (Rol de tripulacion). 
2 copies Crew's Personal Effects Declaration (Declaracion de effectos 
de la tripulacion). 
4 copies Stores List (Declaracion de suministoros del buque). 
Mail Manifests (Guia de correos) — not required (See Note (a)). 
Baggage Declaration (Equipajes acompanades) — not required. 
Fumigation Certificate. 
Notes: 
(a) The vessel is a general cargo vessel, without passengers or mail 
on board. 
(b) All cargo was discharged in Valparaiso, so no Transit Cargo 
Manifests were necessary. 
(c) There was no transhipment cargo on board. 
(d) It seemed preferable to prepare the documents in Spanish for 
the good reason that “everything ran smoother’. 


AUTHORITY: Empresa Portuaria de Chile, Casilla 133-V, Valparaiso. 
Contact: Raul Urzia Marambio, Director, Calle Blanco 839, Valparaiso. 
Tel: (056) 32-257167, ext. 301. 

Maritime Governor of Valparaiso, Av. Errazuriz 537, Valparaiso. 
Tel: 258091. 

Port Administration, Avda. Errazuriz 629, Casilla 25-V, Valparaiso. 
Tel: (056) 932-257167, ext. 511. FAX: (056) 32-234427. 
Contact: Domingo Ormazabal Gonzalez, Commercial Administrator. 


NOTES 
Please also advise Shipping Guides Ltd. 


CHILE 
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People’s Republic of China 


GENERAL: (See Plan) 
We have been advised by the Head Office of the China Ocean 
Shipping Agency in Beijing that Ship Masters of foreign vessels calling 
at Chinese Ports should contact the Branch Office at the Port concerned 
(cable address “Penavico”) in order to be provided in due time with 
necessary information relating to port entry requirements. 
DOCUMENTS: Shipmaster’s Report: 1987. 
First Port: 

1 Maritime Declaration of Health. 

2 Reports of Entry for foreign ships. 

6 Crew Lists (names and addresses of Chinese and Hong Kong crews 
to be written in Chinese and others in English). 

3 Lists of Specified Articles (money, gold and silver). 

4 Passenger Lists (if carrying passengers). 

1 Import Cargo Manifest. (If none on board then it is essential for the 
Master to make one. Suitable blank Chinese forms are available). 
Note: All the above are to be made on Chinese forms. 

Second and Subsequent Ports: 

2 Report of Entry and 6 Crew Lists, Last Port Clearance and travelling 
documents in a sealed envelope. 
Departure: 

1 Report of Clearance form. 

4 copies of a simple declaration of all crew changes. 

All crew Identity cards and shore passes for checking. 

Other Notes on Arrival: 
Ship's Certificates are examined on board. If any taken ashore ensure 
a receipt is obtained. 

Bond locker is usually not sealed, or the contents declared. However, 
some ports now reported to be <on the Bond Locker. 

Shore Leave: Shore leave is granted after inspection of documents. 
Chinese and Hong Kong seamen need only Identity card to go ashore. 
Non-Chinese need a shore pass in addition. 

For Arrival or Departure Inspections a large room is needed, capable 

of seating 8 to 12 persons. Cigarettes, tea, soft drinks and occasionally 
beer are acceptable. Sometimes a meal will be requested. One cabin 
will be requested for the Guards (2 berth cabin such as hospital is 
suitable) for duration of stay in port. Sometimes another room is required 
for a Customs Officer. 
PILOTAGE: Regulations with Respect to Sea-port Pilotage issued by 
The Ministry of Communications: These Regulations have been made 
with a view to safeguarding the sovereignty of the People’s Republic of 
China and ensuring the safety of ports and vessels. 

Article 1: For all foreign vessels which enter, leave, or navigate or 
shift berths within any port of the People’s Republic of China, pilotage 
is compulsory. No foreign vessel shall enter, leave, or navigate or shift 
berths within a port without having on board a Pilot designated by the 
Harbour Superintendency Administration. In cases of emergency, such 
as a sudden change of weather, a vessel at anchor may, however, for 
the purpose of ensuring safety, shift from her original anchor position to 
any other position in its vicinity without a Pilot, provided the Harbour 
Superintendency Administration is notified of the same simultaneously. 

Article 2: Incoming foreign vessels shall anchor in the ita art 
anchorage or pilot station and await the Pilot. In case an outgoing foreign 
vessel requests the Pilot to conduct the vessel beyond the limits of the 
pilotage waters, the Pilot has the right to refuse such request. 

Article 3: Prior to arrival at the pilot anchorage, incoming foreign 
vessels shall communicate with the pilot station (boat) or the port signal 
station by exhibiting appropriate signals prescribed by the Chinese Port 
Authorities and follow the instructions given by the pilot station (boat) or 
the port signal station. 

Article 4: When the Pilot is boarding or leaving, it is the duty of the 
Master of the vessel piloted to take safety measures and furnish a pilot 
ladder sa bles J with the requirements of the International Convention 
for the Safety of Life at Sea for embarking and disembarking the Pilot 
read and quickly, with due regard being paid to the safety of the pilot 

t 


at. 

Article 5: The Master of the vessel piloted shall give the Pilot a correct 
description of the vessel's navigability and steering qualities, and shall 
meet the Pilot's demands in piloting. Failing to do so, the Master shall 
be responsible for the consequences arising therefrom. 

Article 6: While the vessel is under pilotage, the Master thereof shall 
in no way be relieved of his responsibility for management and operation 
of the vessel. The Master shall still give care to the safe navigation of 
the vessel and must co-operate closely with the Pilot. In the interests of 
safe navigation, the Master may put forward reasonable 
recommendations and requirements, but shall not interfere in the Pilot's 
work unreasonably. If the Master has to leave the bridge temporarily, 
he shall inform the Pilot of the same and designate an officer as his 
representative during his absence. 

Article 7: In order to ensure the vessel's safety, the Pilot has the right 
to suspend pilotage when necessary until the circumstances are suitable 
for safe navigation again. 

Article 8: For marine accidents occasioned by the fault of a Pilot in 
the course of piloting, the Pilot shall be duly punished, but shall hold no 
liability for loss or damage resulting therefrom. 

Article 9: When sea conditions or other special circumstances make 
it impossible for the Pilot to board an incoming vessel at the designated 
place, the vessel shall first be guided by the pilot boat to a place at 
which the Pilot can safely embark and then be conducted by the Pilot 
into the port after his boarding. 

In the case of an outgoing vessel, if the Pilot finds it difficult to 
disembark at the designated place for the same reasons as are stated 
above, he may disembark midway at a safe place and then guide the 
vessel out of the port with the pilot boat. 

Article 10: The Pilot may be accompanied by apprentice Pilots who 
go on board for practice. The Master of the vessel piloted shall provide 
them with conveniences in regard to both work and life. 
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Article 11: The Master of the vessel piloted shall sign the Pilotage By 
and pay the pilotage or shifting charges according to the prescribe, 
tariff. If the Pilot considers that the vessel should be assisted by a 
or tugs, the charges for the tugs actually employed shall also be for the 
account of the vessel. 

Article 12: These Regulations shall come into force on the date o 
publication. The “Regulations Relating to Sea-Port Pilotage” 
promulgated by the Ministry of Communications of the People’s Republi. 
of China on 9th December 1959, shall at the same time be abrogated 


ANCHORAGES: Typhoon Shelters: Approaching the typhoon season 
seriously affecting the safety of shipping along the Southern stretch oj 
China's coast, we publish herewith a circular received from the Mappi 
Agency of the Navigation Guarantee Department of the Chinese Nav 
Headquarters. 

In the text “Dao” means island, “Gang” port, “Shan” mountain ang 
“Wan” bay. The chart numbers refer to those issued by the same 
authority. 


Anchorages: The coast in this area is very indented and hence 
numerous good harbours and bays are found. The anchorages affording 
shelter from bad weather for foreign vessels are Dongshan Wan, Jiaz 
Gang and Hailingshan Gang. Guangzhou Gang, Huangpo Gang, 
Zhanjiang Gang and Shantou Gang also have good anchorages fo 
shelter. 


Section 1 — Dongshan Wan Anchorage: Charts 9111, 9314. 

General Remarks: Dongshan Wan is situated near the boundary line of 
Fuijan and Guangdong Provinces. Xiamen Gang lies 68 miles to the 
N.E. It is considered to be one of the good harbours in South Fuijan. 

Its entrance lies between Dongshan Dao and Gulei Bandao. Gule 
Bandao is long and narrow, with several outstanding mounts 100 m. to 
270 m. high on its Southern half. 

Huyu Dao Southwestern Anchorage lies between Huyu Dao and Ta 
Yu (Dong-men Yu). It has a water area about 4 cables wide and about 
10 m. deep, bottom is mud, sand-mud, shell and small rock. It is good 
for shelter from N.E.’ly gales. In this anchorage, tidal streams are strong 
and swell is rather heavy. 


Meteorology and Hydrography: 

Winds: Southerly to Southwesterly winds prevail from June until 
August, while Northeasterly winds prevail in the other months. The 
annual average wind force is 4. Wind is stronger from October to March, 
during which period the average wind force is 5 to 6. It may attain Force 
9 to 10 during the onset of severe cold air wave. The number of gale 
days (wind Force 6 and above) is about 119 days in a year, and about 
11 to 16 days per month during the period from October to March, and 
only 1 to 2 days in July, which is the minimum. 

Typhoon: Occurs mostly in August and September. In September 
1957, when the centre of a typhoon landed here, the wind velocity 
exceeded 44 metres per second, and high waves of 3 m. to 5 m. were 
experienced. 

Fog: There are about 31 fog days in a year. The monthly average o! 
fog days in March and April is about 7 to 8, and in January, February, 
May and June, about 2 to 4 days. It is the least in October and November. 

Tides: Tide is of irregular semi-diurnal nature. The Spring rise is 
3.52 m. and neap rise, 2.96 m., and mean sea level, 2.16 m. 

Tidal streams: At Gulei Anchorage, flood sets Northward, and ebb 
Southward, at a rate of about 1.5 knots. Outside the entrance, flood sets 
Northeastward, at a rate of about 2.3 knots. 


Aids-to-Navigation and Lankmarks: 

Gulei Tou, lying at the Southern extremity of Gulei Bandao, is a steep 
cliff. At its Southern part, a light (U) is exhibited, at an elevation of 113 m., 
from a square stone column. 

Gulei Shan, lying about 3.6 m. N x E of Gulei Tou Lightbeacon, has 
a conspicuous sharp peak. There is one more summit close to its 
Southeast, so that a comparatively deep saddle is formed. 

Ta Yu (Dongmen Yu) lies about 2.3 miles Westward of Gulei Tou 
Lightbeacon, with the main summit lying at its Southwestern part. There 
is a stone tower on its top at an elevation of 91 m. (height of the tower 
is 10 m.). 

Shuwei Yu lies at the outer extremity of a reef extending 
Southeastward from Ta Yu. 

Huyu Dao lies about 1.4 miles N x E of Shuwei Yu. Its Eastern top, 
surmounted by a pile of stone, is high. Yousui Yan, 34 m. high, lies 
Southward of Huyu Dao. 

Daping Yu, lying about 0.6 miles N.W. of Huyu Dao, is fringed with 

rocky ledges extending outwards. 
Obstructions: Yunnan Yan, with a depth of 3.8 m. over it, lies about 
3 miles S.W. of Gulei Tou Lightbeacon. Between this rock and Gule! 
Tou there is a shoal of less than 10 m. depth, with a least depth of 6.8 m. 
over it. 

A shallow spot, with a depth of 8.4 m. over it, lies about 3.2 miles SE 
of Gulei Tou Lightbeacon. 

At the Southern extremity of Yousui Yan, Southward of Huyu Dao, 
there is a rocky ledge and reefs extending Southward about 1.5 cables. 
Directions for Navigation: Ships intending to enter Gulei anchorage 
should first sight Gulei Tou, and on reaching a position about 0.6 miles 
Southwestward of Gulei Tou Lightbeacon, alter course so as to maké 
for the anchorage. 


Section 2 — Jiazi Gang Anchorage: Charts 9113, 9423. 

General Remarks: Jiazi Gang, lying between Shantou Gang an 
Shanwei Gang, is situated at the place where the river named Ying 
Jiang empties into the sea. The anchorage is situated with Jiazi Jia 
Lighthouse bearing 104°, about 1.5 miles distant, having depths of 7 ™ 
to 10 m., sand bottom. It can afford shelter from Easterly to Northeastety 
winds. There is a mooring buoy at its Northeastern part. It is 2 
anchorage gaey used for shelter by vessels plying between Shanto’ 
Gang and Shanwei Gang. 


meteorology and Hydrography: — c : 

Tides: Tide of this harbour is diurnal. However, during the period of 
semi-diurnal tides, mean high water is 0.81 m. and mean low water, 
057m. During the period of diurnal tides, mean higher high water is 
1.26 m., mean lower low water, 0.18 m. and mean sea level 0.89 m. 

Tidal Streams: Flood sets Northeastward at a rate of 1 knot and ebb 
sets Southeastward at a rate of 1.5 knots. . 
Aids-to-Navigation and Landmarks: Jiazi Jiao is an outstanding cape. 
A lighthouse named Jiazi Jiao, exhibiting a light at an elevation of 78 m. 
from a white square brick tower, lies on Qilin Shan about 2.5 cables 
Northeastward of Jiazi Jiao. 

Bie Yan, a rock 5.4 m. high, lies about 1.5 miles Southward of Jiazi 
Jiao Lighthouse. Haijia Shan, situated about 8.6 miles W x N of Jiazi 
Jiao Lighthouse, is a conspicuous summit in its vicinity. 

Hudong Jiao, an outstanding cape, lies about 
Southwestward of Jaijia Shan. 

Obstructions: Wu Jiao, a rock 2m. high, lies about 1.7 miles 
Northwestward of Jiazi Jiao Lighthouse. 

Awreck lies about 13.6 miles Southeastward of Jiazi Jiao Lighthouse. 
An obstruction lies about 13.6 miles Southwestward of Jiazi Jiao. 

Directions for Navigation: Ships from the West may use Jiazi Jiao 
Lighthouse as an aid, and steer to about 5 miles S.W. of Jiazi Jiao 
Lighthouse, and then alter course for the anchorage. 

Ships from the East should steer to about 5 miles Southward of Jiazi 
Jiao Lighthouse, when itis in line with Bie Yan, bearing 000°, alter course 
for the anchorage. 

Section 3 — Hallingshan Gang Anchorage: Charts 9316, 9426. 
General Remarks: Hailingshan Gang, between Zhujiang Kou and 
Zhanjiang Gang, lies on the Western side of Hailingshan Dao, and is 
an anchorage affording shelter for vessels plying between Guangzhou 
Gang and Zhanjiang Gang. 

This anchorage lies on the Western side of a line from about 1 mile 
Westward of Hudie Zhou to Huoyan Shan. It is about 4 miles long and 
about 0.5 miles wide, in depths of from 6 m. to 13 m., bottom sand and 
mud-sand. It is sheltered from Northeasterly, Easterly and Southeasterly 
winds. During Southwesterly, Northwesterly and Northerly winds, there 
is considerable swell. 

Meteorology and Hydrography: 

Winds: In Summer, S.W. wind is predominant and rainstorms are 
frequent. In Winter, N.E. wind is predominant and thick fog is frequent. 
Typhoons are most frequent from June to August. N.E. gales are mostly 
experienced here during the approach of a typhoon. 

Tides: Tide in this harbour is irregular, diurnal. During the period of 
semi-diurnal tides, mean high water is 2.45 m., mean low water 0.95 m. 
During the period of diurnal tides, mean higher high water is 2.98 m., 
mean lower low water 0.52 m. and mean sea level 1.70 m. 

Tidal Streams: Flood sets N x E at a rate of 1.3 knots and ebb sets 

S.W. at a rate of 2.5 knots. 
Aids-to-Navigation and Landmarks: In this vicinity, there are numerous 
islands and islets, which are isolated and readily identifiable. Landmarks 
usually used are, Mawei Zhou Lightbeacon, Mawei Shan, Longgao 
Shan, Shuangshan Dao, Hudie Zhou, Paotai, Zui, Xizaizai Shan, Dier 
Shan, Huoyan Shan, etc. 

Obstructions: There are many shoals on either side of the anchorage, 
some of them dry at low water. 

Yamui Pai, a rock, lies about 1 mile Northward of Paotai Zui. At its 
Western side, there is a rock which dries. 

Directions for Navigation: Ships, arriving S.W. of Mawei Zhou 
Lightbeacon and when Xizaizai Shan is in line with Huoyan Shan, should 
alter course so as to follow this leading line. When Mawei Zhou 
Lightbeacon comes abeam to starboard, alter course NXE for the 
anchorage. Traffic of fishing vessels in this harbour is very heavy. 
- should always be on the alert to take appropriate action to avoid 
Collision. 

TIME: GMT plus 8 hours. Summertime May 4th — September 14th — 
GMT plus 9 hours. 

REGULATIONS: 

Regulations governing the passage of non military foreign vessels 
through the Chiungchow Straits. 

Article 1. According to “The Declaration of the Government of the 
People's Republic ot China on China's Territorial Seas, the Chiungchow 
Straits (the Hainan Straits) are Chinese inland waters, where all foreign 
military vessels are prohibited from passing through. Any non military 
foreign vessel in need of passing through the Straits must apply for 
permission in accordance with the present Regulations. 

Article 2. For facilitating the control of the Chiungchow Straits, the 
Chinese Chiungchow Straits Authority of the People’s Republic of China 
(hereinafter referred to as the Chinese Chiungchow Straits Authority) is 
hereby set up. 

The present Regulations are to be carried out under the supervision 
of the Chiungchow Straits Authority. 

Article 3. The water area which comes under the control of the 
Chiungchow Straits Authority (hereinafter referred to as the Control 
Area) is bounded temporarily as follows: West of the line connecting the 
Hainan Head Light Beacon (approx: Lat. 20°09’ 37”’N., Long. 
'10° 41’ 00"E.) and San Kao Lung Light Beacon (approx: Lat. 
20° 26’ 00” N., Long. 110° 30’ 22” E.) (known as the East Line) and East 
of the line connecting Cape Kami Light Beacon (approx: Lat. 
20° 13’ 30” N., Long. 109° 55’ 30” E.) and Cape Lin Kou Light Beacon 
rigs Lat. 20° 00’ 22” N., Long. 109° 42’ 06” E.) (known as the West 


3.2 miles 


Article 4. Any non military foreign vessel passing through the 
Chiungchow Straits must comply with the following procedures: 

1. Apply for passage permission by cable to the eremccten Straits 
th hority 48 hours before the vessel enters the control area, or before 
€ vessel leaves the port of departure, giving detailed information on 
ship's name, nationality, gross tonnage, speed, hull colour, funnel marks, 
Port of departure and destination as well as date and time of Sailing. 
oye After obtaining the passage permission, inform the Chiungchow 
traits Authorities 24 hours before entering the control area or within 
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2 hours after vessel port of departure of the exact time of entering the 
control area. 

All cables relating to the application and permission for the passage 
through the Straits are to be transmitted through the Haikou Branch of 
China Ocean Shipping Agency. 

Article 5. Notification may be given by the Chiungchow Straits 
Authority, whenever it deems necessary, to cancel the permission 
diane granted to those non military vessels for passing through the 

traits. 

Article 6. Passage through the control area by non military foreign 
vessels should be made in the day time only. They should enter the 
control area after sunrise and leave before sunset. On the basis of the 
ship's speed the Chiungchow Straits Authority shall fix the time for the 
non military foreign vessel concerned to enter or leave the Straits. 

Article 7. Non military foreign vessels entering and leaving the 
Chiungchow Straits should pass through the middle channel, unless 
special permission has been granted by the Chiungchow Straits 
Authority. 

Article 8. Non military foreign vessels passing through the control area 
should navigate within the following specified navigation area: North of 
the line connecting the point on the East line 4 nautical miles away from 
the Hainan Head Light Beacon to the point on the West line 4 nautical 
miles away from the Cape Lin Kou Light Beacon; and South of the line 
connecting the point on the East line 6 nautical miles away from the 
Hainan Head Light Beacon, the point 4 nautical miles due South of the 
Cape Paimi Light Beacon (approx: Lat. 20°15'00”N., Long. 
100° 17’ 00" E.) and the point on the West line 14 nautical miles away 
from the Cape Lin Kou Light Beacon. 

Article 9. Non military foreign vessels passing through the Chiungchow 
Straits must punctually observe the time as reported and comply with 
the stipulations on the limit of the navigation area. All vessels entering 
and passing through the control area should immediately answer and 
unconditionally comply with the signals from the shore or patrol ships. 
The vessels in question shall be held responsible for all consequences 
arising from non observance of the above stipulations. 

Article 10. Non military foreign vessels passing through the 
Chiungchow Straits are not allowed to use radar. If the vessels are under 
the conditions of restricted visibility caused by dense fog, torrential rains, 
etc., which necessitates the use of radar, they should make an 
application to the Chiungchow Straits Authority, giving their reasons as 
well as the ship's position, speed, etc., and they may set ship’s radar in 
operation when permission is obtained. In the case of emergency which 
endangers safe navigation of the ships, they may use their radar while 
making their application simultaneously; after that, they should submit 
a detailed account (report) to the Chiungchow Straits Authorities giving 
a full account, together with a statement of facts of the time as to when 
the radar set in use and when ended for the archives. 

Article 11. Non military foreign vessels passing through the 
Chiungchow Straits are not allowed to take photographs, soundings, or 
do any other things in violation of the laws and regulations of the People’s 
Republic of China. 

Article 12. Any non military foreign vessel violating the present 
Regulations shall be treated as follows: 

1. Before entering the control area, the vessel may be ordered to stop 
proceeding and to round out by her original route, so as to sail around 
the Hainan Island; or, to wait until the necessary formalities are 
completed and the permission for passage granted. 

2. In case the vessel has entered the control area, she may be ordered 
to stop and be escorted to Haikou for inspections; and she shall be 
treated according to the findings after inspection. After that, the vessel 
may, as circumstances require, be allowed to pass through the control 
area, or ordered to return out from the control area, or even be escorted 
out of the Straits. 

Guide to foreign vessels calling at Shanghai 

1. Regular channel in Chusan area: Foreign vessels may navigate in 
the regular channel between Chusan and Raffles Island which is open 
to navigation, but are not allowed to navigate in other channels between 
these islands. (By the regular channel is meant the channel from 
ae Island, Steep Island, Elgar Island, Bonham Island, Button 
Island, Gutzlaff Island to Chang Kiang Kou). 

2. Pilotage Area: 

(a) Pilotage on vessels entering/leaving port commences from/ 
termination at the position Lat. 31° 05’ N., Long. 122° 10’ E. at 
Chang Kiang Kou. : 

(b) The Pilot vessel, when engaged on her pilotage duty, will anchor 
near 1 mile East of the entrance buoy No. 54 (Lat. 31° 04’ 52” N., 
Long. 122° 10’ 00" E.) at Chang Kiang Kou. 

3. Anchorage awaiting for the tide: 

(a) Foreign vessels may, when the draft at the time of entry is 25 ft. 
or less, proceed direct to the pilot station (Lat. 31° 05’ N., Long. 
122°'11° 30” E.). 

(b) In the case of draft at time of entry is more than 25 ft. or it is 
impossible to arrive at the pilot station at the declared ETA or 
impossible to proceed direct to the pilot station for reasons of the 
tide, then the foreign vessels may anchor and wait for the tide 
near 1 mile N.E. of the Chang Kiang Kou Lightvessel. Such 
foreign vessels waiting there may telegraph to ask “Penavico” 
Shanghai for the time of arrival at pilot station and picking up the 
Pilot. 

4. Notice to Mariners: Chang Kiang Kuo South Channel. 

Also see “Shipmaster's Report”, date July 1984 (after No. 7). 

(a) The Chang Kiang Kuo Light vessel No. 50 is as described below: 
Location Lat. 31° 01' 48” N., Long. 122° 25’ 14” E. 
Characteristic Flashing every 6 seconds. 

(b) Vessels entering or leaving the port should keep Chang Kiang 
Kou Lt. Vessel on vessel's port side: 

1. Fairway Buoy M.1: 

Location Lat. 31° 02’ 51” N., Long. 122° 19’ 35” E. 
Characteristic Group flashing (3) every 6 seconds. 
Shape — can shape, red and white chequered. 
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(c) No vessel allowed to enter the dangerous areas bounded by lines 
connecting the following points: 
1. Lat. 30° 47’ 15” N., Long. 123° 03’ 00” E. 
2. Lat. 30° 47’ 15” N., Long. 123° 05’ 54” E. 
3. Lat. 30° 44’ 45” N., Long. 123° 03’ 00” E. 
4. Lat. 30° 44’ 45” N., Long. 123° 05’ 54” E. 


5. Telegraphic Communication: 
Foreign vessels at sea may despatch radiograms to “Penavico” 
Shanghai via Shanghai Coastal Radio Station, the particulars of which 
are as follows: 


Call sign: XSG 
Calling frequency: 500 kHz 
Working frequency: 458 kHz 
Working hours: 0000 — 2400 
Answering frequency: Listening frequency: 
8502 kHz MT 0000 — 2400 8364 kHz GMT 0000 — 2400 
6414.5 kHz GMT 2200 — 1000 6273 kHz GMT 2200 — 1000 
12871 kHz GMT 0000-1400 12546kHz GMT 1000 — 1400 
4349 kHz GMT 1000 — 2200 4182 kHz GMT 1000 — 2200 


6. Large number of fishing vessels around areas 25-30 miles N.E. of 
North saddle and 20-25 miles East of East saddle, Barren Island and 
Lukon Island, please navigate with caution. 

7. Anchorage for awaiting tide — Changkiang Kuo: 

(a) The water area bounded by lines connecting the following points 
is the anchorage of Changkiang Kuo for vessels awaiting tide: 
Lat. 31°01’ 00” N., Long. 122° 24’ 42” E. 

Lat. 31°01’ 00” N., Long. 122° 20’ 00” E. 

Lat. 30° 56’ 00” N., Long. 122° 20’ 00” E. 

Lat. 30° 56’ 00” N., Long. 122° 24’ 42” E. 

All vessels are strictly prohibited to anchor at any place out of 
the said anchorage of Changkiang Kuo for waiting tides without 
obtaining * pp beweacid (permits) from Shanghai Harbour Authority 
concerned. 


(b 


a 


Shipmaster’s Report: July, 1984. 
Following telex received July 1984. 
Quote: 
AAA Changkiangkou Lightvessel 31° 03’ 30” N., 122° 23’ 1" E. 
BBB Changkiangkou Lightbuoys M1 H11-H20 replaced by Buoys 44- 
49 


Buoy 44 
Buoy 45 
Buoy 46 
Buoy 47 


Lat. 31° 03’ 22” N., Long. 122° 19’ 52” E. Fl. 3/10 secs. 
Lat. 31° 03’ 14” N., Long. 122° 16’ 58” E. Fl. 3/6 secs. 
Lat. 31° 03’ 06” N., Long. 122° 14’ 02” E. Fl. 3/10 secs. 
Lat. 31° 03’ 00” N., Long. 122° 11’ 06” E. FI. 3/6 secs. 
Buoy 48 Lat. 31° 03’ 34” N., Long. 122° 08’ 14” E. Fl. 3/10 secs. 
Buoy 49 Lat. 31°04’ 11” N., Long. 122° 05’ 26” E. Fl. 3/6 secs. 
Pilot vessel moving in/area Buoy 47/49 serving/as pilot station. 
Unquote. 


Regulations governing Supervision and Control of Vessels of Foreign 
Registry sailing in the Chanjiang (Yangtse River). (Dated April 1983). 

Article 1. The Chanjiang (Yangtse River) is the inland waterway of the 
People’s Republic of China. These Regulations have been formulated 
with a view to safeguarding the sovereignty of the People’s Republic of 
China, to poe sne Sater of vessels arid to maintaining order of traffic 
in the Chanjiang (Yangtse River) Waterway and its Ports in accordance 
with the Regulations governing supervision and control of foreign vessels 
by the People’s Republic of China. 

Article 2. These Regulations and all relevant laws and administrative 
statutes issued by the Government of the People’s Republic of China 
shall be complied with by all propelled and non-propelled vessels and 
other water-borne means of transport of foreign registry (hereinafter 
referred to as ‘“vessels”) sailing in the Chanjiang (Yangtse River) 
Waterway or berthing at its Ports. 

Article 3. For the purpose of these Regulations, the “Chanjiang 
(Yangtse River) Waterway” shall mean the main waterway extending 
from the line joining Liuheiwu (Lat. 31° 30’ 52” N., Long. 121° 18’ 54” E.) 
at the lower reaches of the Estuary of the Liu River, and the signal post 
(Lat. 31° 37' 34” N., Long. 121° 22’ 30” E.) at the lower reaches of the 
Estuary of the Shiqiao River, Congming Island, and upwards to the upper 
boundary of Zhangjiagang (a line joining point Lat. 31° 59’ 35” N., Long. 
120° 20’ 00” E. and point Lat. 31° 57’ 13” N., Long. 120° 20’ 00” E.). 

For the purpose of these Regulations, the term “Ports” shall mean 
Nantong and Zhangjiagang, being those open to vessels of foreign 
registry in the Chanjiang (Yangtse River) Waterway. 

Article 4. These Regulations shall be enforced by the Harbour 
Superintendency Administration of the People’s Republic of China, and 
all vessels shall be subject to their supervision and control. 

Article 5. No vessels can enter the Chanjiang (Yangtse River) 
Waterway or its Ports without the Permission of the Harbour 
Superintendency Administration of the People’s Republic of China. 
Those permitted to enter the Chanjiang (Yangtse River) Waterway shall 
be subject to inspection of the arantine Office, the Harbour 
Superintendency Administration, the Frontier Defence Office, the 
Customs and the Animal and Plant Inspection Office, and complete all 
relevant formalities. The above-mentioned authorities are entitled to 
exercise control on board if required. 

Article 6. Vessels entering the Chanjiang (Yangtse River) Waterway 
shall not engage in shipping business between the ports along the 
Chanjiang (Yangtse River) and between the Ports and the Port of 
Shanghai, nor shall they engage in other unauthorised operations. 

Article 7. Vessels entering the Chanjiang (Yangtse River) Waterway 
and its Ports shall: 

(a) a week prior to its expected time of passing through the Port of 
Shanghai, apply to the Harbour Superintendency Administration at her 
—— port of arrival through the port Agent for completion of entry 
formalities; 
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(b) 24 hours in advance of her passing Byough the Port of Sha 
(or on her departure from the last port of call if the voyage takes 
than 24 hours), report the vessel's expected time of passage’ and th 
vessel's ETA at her expected port of arrival along the Chanjian, 
(Yangtse River), the vessel's size, fore and aft drafts, the maximur 
height above the actual water line to the Harbour Superinte: 
Administration of Shanghai and of the expected port of arrival through 
the port Agents; 

(c) give timely advice of any alteration in the ETA reported. 

Article 8. Vessels sailing in the Chanjiang (Yangtse River) Waterway 
or berthing at its Ports shall apply to the Harbour Superintendeng 
Administration at the port of arrival along the Chanjiang (Yangtse Rive; 
for pilotage and for passing through the Port of aonalen shall 
to the Shanghai Harbour Superintendency Administration for pilotage 

Article 9. Upon arrival at the port, vessels shall immediately subm: 
the Entry Report and other relevant forms, ship's papers and relevan 
documents for examination and be subject to inspection. Before leaving 
the port, vessels shall report the time of departure and the por ¢ 
destination to the Harbour Superintendency Administration an 
complete departure formalities through the port Agent and may oni 
leave the port after port clearance has been obtained. 

Article 10. Vessels sailing in the Chanjiang (Yangtse River) Waterway 
or berthing at its Ports shall by day hoist the national flag of the People’ 
Republic of China at the top of the foremast and the national flag o 
state of registry at the stern; an “H” flag shall in addition be hoiste 
when there is a Pilot on board. On entering or leaving Ports or shifting 
berths, vessels shall moreover display signal-letters and othe 
prescribed signals. 

Article 11. Vessels making use of their VHF radio-telephone in the 
Chanjiang (Yangtse River) Waterway or its Ports shall comply with the 
provisional Regulations Governing the use of VHF Radio-telephone by 
foreign vessels issued by the Ministry of Communications of the People’s 
Republic of China. 

Article 12: In the Chanjiang (Yangtse River), vessel's radio-telegrap) 
and radio-telephone transmitters can only be used to communicate with 
the river or coastal radio-stations of the People’s Republic of China, an 
they can only be used in Ports in case of emergency, and reports shai 
be made to the Harbour Superintendency Administration immediately 
afterwards. 

In the Chanjiang (Yangtse River) Waterway and its Ports, vessels 
signal rockets, flare or gun signals can only be set off in case 0 
emergency, and reports shall be made to the Harbour Superintendenc 
Administration immediately afterwards. 

Article 13. Vessels sailing in the Chanjiang (Yangtse River) Waterway; 
or berthing at its Ports are prohibited from carrying out the following 
activities: 

(a) having military installations and military ships photographed, drawn 
pictures of, videotaped or surveyed; or 

(b) shooting, swimming, fishing, and setting off firecrackers o 
fireworks; or 

(c) other activities threatening the national safety, interests and gow 
order of the People’s Republic of China. 

Article 14. Vessels sailing in the Chanjiang (Yangtse River) Waterway 
shall anchor as near the outer limit of the fairway as is practicable unde 
extraordinary circumstances such as bad weather, flood peaks, etc, 
which make temporary anchoring necessary, and shall not take the main 
fairway. Those vessels shall have the position and time of anchoring 
and the time of departure promptly reported to the nearest Harbou 
Superintendency Administration, and no one shall be allowed ashore 
without permission of the local public security authorities. 

Article 15. Vessels sailing in the Chanjiang (Yangtse River) Waterway 
shall not preceed at a speed that would threaten the safety of othe 
vessels and installations ashore. 

Article 16. With respect to the regulations on navigation, berthing am 
prevention of collisions, vessels in the Chanjiang (Yangtse Rivel) 
Waterway or berthing at its Ports shall comply with the Regulations 
governing prevention of collision in inland waterways promulgated bj 
the Ministry of Communications of the People’s Republic of China. 

Article 17. While using signals, vessels shall comply with th 
Regulations governing prevention of collision in inland waterways an 
other relevant signal regulations; signals not being specified therein sha 
be displayed in accordance with the relevant international regulations 

Article 18. No vessel sailing in the Chanjiang (Yangtse Rive’ 
Waterway or berthing at its Ports shall discharge or dispose of oils, ol 
mixtures or other harmful pollutants or refuse into water. 

Article 19. Matters provided for in these Regulations shall be carrie 
out in accordance therewith, while those not being set forth herein sha! 
be dealt with in accordance with the Regulations governing supervisio" 
and control for foreign vessels by the People’s Republic of China am 
other relevant laws and statutes. 

Article 20. These Regulations shall become effective upon the dalé 
of promulgation. ' 
Regulations for Merchant Ships passing through Lao Tie Shan (Lia 
ti-shan) Channel. 

Merchant vessels passing through the Lao Tie Shan Channel mus 

observe the following regulations: 
1. The water area with Lao Tie Shan Lighthouse as centre and a distanc 
of 10 miles as radius, and the water area with North Huang Cheng Da 
Light Beacon as centre and a distance of 7 miles as radius are prohibite 
areas. 

The middle channel between these two prohibited areas is a navigab® 
channel. 

Note: 
(a) Characteristics of Lao Tie Shan Lighthouse (Lat. 38° 43’ 37°. 
Long. 121° 08’ 02” E.) Fi. (2) 30 sec. 25 miles. 
(b) Characteristics of North Huang Cheng Dao Light Beac” 
(Lat. 38° 23’ 40” N., Long. 120° 54’ 33” E.) FI. 3 sec. 15 miles. 


2 Merchant vessels intending to pass through Lao Tie Shan Channel 
must send a radio message to “Harbour Master, Dalian” at least 8 hours 
to the passage reporting the following matters: 

Ship's name, nationality, call sign, port of departure, port of 
destination, speed, colours of ship's hull, funnel mark and the accurate 
@ ed time to pass the line joining Lao Tie Shan Lighthouse and 
North Huang Cheng Dao Light Beacon. 


te: 
“D Dalian Coastal Radio Station: 
Signal letters: XSZ; calling frequency 500 kHz; 
Working frequency: 462 kHz; 8694 kHz; reserve frequency: 
8678 kHz; working day and night. 

(b) If weather conditions should cause any change in the expected 
time of passage, the facts must be immediately reported to 
“Harbour Master, Dalian”. 

3, Merchant vessels passing through the Lao Tie Shan Channel must 
show the lights or signals in accordance with the International regulations 
for Preventing Collisions at Sea, 1972. 

4. Vessels are prohibited to pass through the area with Hai Mao Dao (Lat. 
98° 52’ N., Long. 121° 01’ E.) as centre and a distance of 10 miles radius. 
5. Any vessel violating any of the above mentioned regulations will be 
held responsible for all consequences. 

Guide to Foreign Vessels Calling at Dalian (Dairen): Also see “Dalian” 
- Shipmaster's Report, dated April 1984. 

(1) When entering or leaving Dalian Harbour please pass through 
the channel between Daisansantao and Hwangpotsui. You are 
not allowed to navigate within area 2.5 miles radius from 
Daisansantao Lighthouse Lat. 38°51'50"N., Long. 
121° 49’ 20” E. and 1 mile radius from Lighthouse Hwangpotsui 
Lat. 38° 54’ 14” N., Long. 121° 42’ 54” E. 

(2) After entering joining line between Daisansantao and 

Hwangpotsui Lighthouses, radar, radio transmitter and other 
forbidden articles are prohibited from use, in case of danger or 
necessity for transmitting emergency message you must report 
to Harbour Superintendency Administration immediately after using. 
You are requested to wait for quarantine and Pilot within area 
bounded by lines connecting the following areas: Lat. 
38° 57’ 02” N., Long. 121° 45’ 00” E., Lat. 38°55’ 30" N., Lat. 
121° 44’ 28” E., Lat. 38°57’ 02” N., Long. 121° 41' 11” E., Lat. 
38° 56’ 19” N., Long. 121° 41' 11” E. 
All merchant vessels are informed that vessels passing through 
the Liau-ti-shan Channel entering or leaving the Port of Dalian, 
besides it ought to observe the regulations relating to the Liau- 
ti-shan Channel, must keep the way to navigate through the 
Southern water area beyond the tangent line joining from the 
Encounter Rock (Lat. 38° 34’ 21” N., Long. 121° 38’ 12” E.) to the 
outer verge of the Liau-ti-shan prohibited area and the Eastern 
water beyond Northward meridian line of the Encounter Rock to 
the continent. 
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(5) Dalian Coast Radio Station. 
Call sign: xSZ 
Calling frequency: 500 kHz 
Working frequency: 462 kHz 
Answering frequency: 8694 kHz 
Listening frequency: 8364 kHz 


Working day and night. 

Guide to Foreign Vessels Calling at Huangpu (Whampoa). 

(1) Foreign vessels are prohibited to sail in the water areas of the 
joint lines among Vanshan, Chaieng and Tankan Islands, except 
the route as designated hereunder: 

(a) The vessels calling at Huangpu from ports other than Hong 
Kong, should proceed from seaward to Lat. 21° 40' 44” N., 
Long. 113° 56’ 00” E. and set course to 318°T, or to Lat 
21° 37’ 30” N., Long. 113° 37’ 45” E. and set course to 047°T; 
proceed to Lat. 21° 47’ 45” N., Long. 113° 49’ 32” E. then 
alter course to 013°T; proceed to Lat. 22° 00’ 00” N., Long. 
113° 52’ 34" E., then alter course to 334°T; to 
Lat. 22° 05’ 36” N., Long. 113° 49’ 36” E., then straight to 
Lafsami Pilot Anchorage waiting for Pilot. 

Vessels departing should sail along the opposite course and 
positions above mentioned, after disembarking Pilot at 
Lafsami Pilot Anchorage. 

(b) The vessels calling at Huangpu from Hong Kong should 
proceed throught West Lamma Channel to Lat. 
22° 08' 44” N., Long. 113°55’ 30’E. then alter course to 
295°T; to Lat. 22° 12’ 04” N., Long. 113° 47’ 41” E. then alter 
course to 204°T to Lat. 22’ 10’ 36” N., Long. 113° 47’ 00” E. 
then straight to Lafsami Pilot Anchorage waiting for Pilot. 
The vessels departing for Hong Kong should sail along the 
opposite course and positions above mentioned, after Pilot 
disembarked at Lafsami Pilot Anchorage. 

(2) The position of Lafsami Pilot Anchorage: 

Lat. 22° 07' 20” to 22° 08' 30” N. 

Long. 113° 45’ 48” to 113° 47’ 54” E. 

3. Kwangchow (formerly pase Coastal Radio Station: 

x 


Call sign: 

Calling frequency: 500 kHz 
Working frequency: 445 kHz 
Answering frequency: 8514 kHz 
Listening frequency: 8364 kHz 


Working day and night. 
Guide to Foreign Vessels Calling at Qinhuangdao (Chinwangtao): 

(1) When non-military foreign vessels call at Qinhuangdao, they may 
Pass through Liau-Ti-Shan channel. For governing regulations, 
please refer to “Regulation for merchant vessels passing through 
Liau-Ti-Shan Channel”. If a vessel violates the said regulations 
and enters the prohibited area, the Master of the vessel is to be 
held responsible for whatever consequence arising therefrom. 
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All foreign vessels should anchor 3 miles off Qinhuangdao Light- 

house waiting for Pilot. In case vessels come from foreign ports, 

quarantine inspection will be carried out at anchorage. After all 
formalities completed vessels can enter the harbour with Pilot. 

In order to make necessary arrangements beforehand, when 

vessels calling at this port, the ship should send the following 

information to Penavico Qinhuangdao: 

(a) Vessels ETA, the draft fore and aft, stowage plan (if loading 
export cargo), length overall and derricks’ capacities (if first 
call this port). 

(b) Further advice of accurate time of arrival will be required 
24 hours before arrival. 

(c) If any change in the arrival time owing to certain cause, it 
should be reported to the Agents immediately. 

If weather permits, vessels are requested to lift up all derricks 

before going alongside, thus enabling vessel to load cargo 

immediately after berthing. 

All telegrams to “Penavico Qinhuangdao” from the vessels at sea 

should be sent via Qinhuangdao Coastal Radio Station: 
Call sign; XSE 


Working frequency: 286, 8734 kHz 
Calling frequency: 500, 8364 kHz 
Working hours: 0600 — 2400 


Guide to Foreign Vessels Calling at Taku Bar: 
(Xiang Jiang, Tanggu and Tianjin) 
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Foreign vessels entering Bohai (Pohai Gulf) are only allowed to 
pass through Changshan Channel and/or Liau-ti-Shan Channel. 
If the latter way is taken, the vessel must send a radio message 
to “Harbour Master, Dalian” for directions 8 hours prior to 
passage. It should be noted that no other channels are permitted 
for navigation. 
Vessels passing Liau-ti-Shan Channel for Dalian must take a 
detour along the East of “Encounter Rock”. 
Position of sunken dredger “SE Ho” is at Lat. 38°31' 00" N., 
Long. 119° 10’ 05” E. Vessels should keep far away from the 
above mentioned area during navigation. 
Position of the Taku Bar Light Vessel is at Lat. 38°56’ 51” N., 
Long. 117° 55’ 32” E. Vessels may anchor at N.E. direction of the 
Light Vessel, according to different condition of vessel's arrival 
draft, to wait for Pilot. 
Vessels are prohibited to enter into the area joining the following 
four buoys: 

Lat Long. 


38° 56’ 35"N. 117°58' 33” E. flash every 6 secs. 

38° 56’ 29”N. 117°59'11”E. flash red (2) every 6 secs. 

38°55'45”N. 117°58'59”E. flash red every 6 secs. 

38° 55'51"N. 117°58' 22” E. flash (2) every 6 secs. 
Vessels may send radiogram to “Penavico Xiang Jiang” (via 
Xiang Jiang Coastal Radio Station, Call Sign XSV, calling 
frequency 500 kHz, working frequency 445 kHz, reserve 
frequency calling 8600 kHz, listening 8364 kHz, working hours 
0000 — 2400) giving exact ETA also fore and aft draft, before 
entering Bohai (Pohai Gulf). 
The pilot station is at Tanggu. Any foreign vessel, according to 
harbour regulations, is required to have a Chinese Pilot when 
entering or leaving the port and among Taku Bar, Xiang Jiang, 
Tanggu and Tianjin. The Pilot will board the vessel at Taku Bar 
Anchorage after receipt of exact ETA given by the Master. 


Guide to Foreign Vessels Calling at Qingdao (Tsingtao): 
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(8) 


Definite route must be taken when sailing in or out : From Lat. 
35° 56’ 24” N., Long. 121° 05’ 00” E. to Lat. 35° 56’ 24” N., Long. 
120° 46’ 42” E. course 270° (090°). 

From Lat. 35°43’ 15"N., Long. 120°53'09”"E. to Lat. 

35° 56’ 24” N., Long. 120° 46’ 42” E. course 335° (155°). 

Thence from Lat. 35° 56’ 24” N., Long. 120° 46’ 42” E. course 

283° (103°) to Lat. 36° 02’ 00” N., Long. 120° 15’ 56” E. then alter 

course 000° (180°) proceed to Quarantine Anchorage within 
following 4 points: Lat. 36° 05' 18” N., Long. 120° 15’ 34” E.; Lat. 

36° 05’ 18"N., Long. 120°16'50"E.; Lat. 36°04’ 00"N., 

Long.120° 16’ 22” E.; Lat. 36° 04’ 00” N., Long. 120° 15’ 20” E. 

Pilot station is within the area: with the point Lat. 36° 02’ 00” N., 

Long. 120° 18’ 16” E. as its centre and 3 cables length as its 

radius (all called Outer Anchorage where vessels inward anchor 

for initial clearance from Authorities). 

Dropping and dragging anchor are strictly prohibited within the 

following areas: 

(a) Within the 4 points: Lat. 36° 04’ 00” N., Long. 120° 14’ 00” E.; 
Lat. 36° 03’ 12” N., Long. 120° 17’ 00” E.; Lat. 36° 03’ 27” N., 
Long. 120° 14’ 00” E.; Lat. 36° 02’ 40” N., Long. 120° 16’ 56” E. 

(b) Within the 4 points: Lat. 36° 02’ 42” N., Long. 120° 20’ 00” E.; 
Lat. 36° 00’ 48” N., Long. 120° 18’ 00” E.; Lat. 36° 03’ 36” N., 
Long. 120° 23’ 16” E.; Lat. 35° 59’ 48” N., Long. 120° 18’ 30” E. 

Must advise ETA Chalientao 24 hours before ship's arrival. 

When abeam Chalientao on ship’s entry, should cable again 

immediately time abeam Chalientao and accurate time arriving 

pilot station and awaiting Authorities instructions attentively. 

Proceeding on above mentioned route following stipulations 

should be observed: 

(a) Ship's national flag and code flags should be flown in daytime. 

(b) Dumping rubbish and pumping out oil and oily substance are 
prohibited. 

(c) If by some reasons the vessel needs to anchor, Master should 
report to Harbour Authorities first for permission. 

Within harbour limit the prohibited articles should not be used. In 

case the use of radar is required for navigation, Master should 

report to Harbour Authorities beforehand. 

Above mentioned Regulations should be strictly complied with. 

Otherwise the vessel is held responsible for all the consequences 

arising from the violation of the above. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englang 


(9) Qingdee Coastal Radio aan 


all sign: 
Calling frequency: 500 kHz 
Working frequency: 435 kHz 
Answering frequency: 8546 kHz 
Listening frequency: 8364 kHz 


Working day and night. 


Guide to Foreign Vessels Calling at Lianyungang (Lienyunkang): 
(1) Foreign vessels must anchor at pilot station to wait for Pilot. 
Pilot anchorages: 
(a) For vessels under 5,000 d.w.t. 
Lat. 34° 45’ 20” N., Long., 119° 31’ 36” E. (about 3,000 m. 
East of Tunglientao Lighthouse). 
(b) For vessels over 5,000 d.w.t. 
Lat. 34° 46’ 54” N., Long. 119° 34’ 45” E. (about 4.5 miles off 
Tunglientao Lighthouse). 
(2) Foreign vessels calling this port shall advise the Agents (Penavico 
Lianyungang) of her ETA via the Shanghai Coastal Radio Station. 


Guide to Foreign Vessels Calling at Zhanjiang: 
(1) Pilot station: North Anchorage of Nau Chow island. 
Lat. 20° 58’ 21” N., Long. 110° 36’ 42” E. 
(2) Zhanjiang Coastal Radio Station: 


Call Sign: XSJ 

Calling frequency: 500 kHz 
Working frequency: 462 kHz 
Answering frequency: 8614 kHz 
Listening frequency: 8364 kHz 


Working day and night. 


Guide to Foreign Vessels Calling at Basuo (Pasuo): 
(1) Basuo Coastal Radio Station: 

(a) Call Sign: XSH 

(b) Working frequency: 452 kHz 0000 — 2400 (local time) 
4278 kHz 1800-0900 (local time) 
8634 kHz 0900 — 1800 (local time) 

(c) Listening frequency: 500 kHz 0000 — 2400 (local time) 
4182kHz 1800-0900 (local time) 
8364 kHz 0900 — 1800 (local time) 

(d) Traffic list at 20 minutes pass every odd hour. 

Pilot station: 

Lat. 19° 07’ 09” N., Long. 108° 36’ 02” E. 

Bearing upon Telanchau 175° (T) distance 1 mile. 

Signal station: 

The signal station is on top of Telanchau Hill (Lat. 19° 06’ N., 

Long. 108° 37’ E.) with light beacon of white light Gp. Fl. (2) 6 sec. 

54 m. 12 M. at night. 

Radio report before ship's arrival: 

Masters are requested to advise “Penavico Basuo” of the 

following particulars. 48 hours before ship's arrival or right after 

departure from last port: 

(a) 48 and 16 hours ETA. 

(b) Route taken (via Hainan Straits or Yulinkong). 

(c) Cargo to be loaded in each hold and/or tweendeck. 

(d) The ship's length overall (first call only). 

(e) Ship's breadth (first call only). 

(f) T.P.1. (laden) (first call only). 

Remarks: All derricks up and beams off before arrival if and when 

weather permits. 
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Guide to Foreign Vessels Calling at Wenzhou (Wenchow): 

(1) When arriving at or departing from the Port of Wenzhou, foreign 
vessels should pass through Whang Dan Sha Channel to enter 
or leave the Quarantine and Pilot Anchorages. 

Before reaching Whang Dan Sha Channel, the vessels should 
navigate along the water areas 27° 46’ N. — 27° 54’ N. between 
Fu Tou You Light Beacon and Dong Yu, Dong Tou, Heng Zhi 
Shan Light Stations, but keep off the area within 27°55’ N. — 
28° 05’ N. and 121° 35’ E. — 121° 55’ E. a suspected minefield. 

The vessels should not be allowed to enter into the water areas 
East of the joint line of Dong Yu and Heng Zhi Shan Light Stations, 
and also the water areas West of Fu Tou You Light Beacon and 
Dong Tou Light Station for navigation or anchorage. 

(2) Quarantine Anchorage is in the water area with the point Lat. 
28° 01' 10” N., Long. 121° 05’ 20" E. as its centre and 0.6 nautical 
miles in length as its radius. 

(3) The above Regulations should be effective as from 0000 hrs. 1st 
January, 1972, and observed by foreign vessels accordingly. 

(4) Aids to navigation available for fixing ships position. 

(a) Fu Tou You Light Beacon: 
Lat. 27° 50’ 08.7” N., Long. 121° 14’ 48.8" E. 
White light Gp. Fl. 6 sec. 99 m. 16 M. (U). 
Fog signal sounded on foggy day. 
(b) Dong You Light Station: 
Lat. 27° 55’ 56.8” N., Long. 121° 13’ 24” E. 
White light Gp. FI. (3) 10 sec. 39 m. 9 M. (U). 
(c) Dong Tou Light Station: 
Lat. 27° 57’ 43.5" N., Long. 121° 08’ 46.7” E. 
White light Gp. Fl. (2) 6 sec. 21 m. 7 M. (U). 
(d) Heng Zhi Shan Light Station: 
Lat. 28° 01’ 03” N., Long. 121° 08’ 34” E. 
White light Gp. Fl. (3) 10 sec. 58 m. 7 M. (U). 
(e) Quarantine Light Buoy: 
Lat. 28° 01’ 10” N., Long. 121° 05’ 20” E. 
(2) Gee and yellow can buoy; orange and yellow light Gp. FI. 
sec. 
(f) Yuan Yi Shan and Lang Dang Light Stations should be 
suspended to navigate by the foreign vessels as from 0000 hrs. 
1st January, 1972. 
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Other points for attention: When it is necessary for the foreign vessek 
to call at Fuzhou, Xiamen, Shantou and Beihai, it is requested to contag 
Messrs. Penavico at relative port direct 48 hours before vessel's arrivg 
at the port in order to know the position of pilot station and quaranting 
anchorage as well as directions to be observed for navigation. 
Regulations Governing Supervision and Control of Foreign vesse) 
by the People’s Republic of China (ENGLISH TRANSLATION) 
Dated: 1979 

GENERAL PROVISIONS 

Article 1 

These Regulations have been formulated with a view to safeguard 
the sovereignty of the People’s Republic of China, to maintaining tratfc 
order in port areas and coastal waters, to ensuring safety of navigation 
and to preventing pollution of waters. 

Article 2 

These Regulations as well as all relevant laws, statutes and rule: 
issued by the Government of the People’s Republic of China shall be 
complied with by all foreign vessels (hereinafter referred to as “vessels’) 
navigating in port areas and coastal waters of the People’s Republic o 
China. Vessels shall be subject to inspections by the Harbow 
Superintendency Administration set up in the port by the Governmen 
of the People’s Republic of China where the latter deems such 
inspections necessary. 

The term “coastal waters” mentioned in these Regulations means 
inland waters and territorial sea of the People’s Republic of China as 
ae - water areas officially defined as coming under the jurisdiction 
thereof. 

Part 1 ENTRY, DEPARTURE AND NAVIGATION 
Article 3 

The Master or owner of a vessel shall, a week prior to its expected 
arrival at the port, submit the required forms to the Harbow 
Superintendency Administration through the vessel's port Agent fo 
completion of entry formalities, and shall report, 24 hours in advance o 
her arrival (or on her departure from the last port of call if the voyage 
takes less than 24 hours), the vessel's ETA, fore and aft drafts on arrival 
to the Harbour Superintendency Administration through the port Agent 
Should there be any change in the ETA, same shall be reported in time 

A report shall be submitted in advance to the Harbow 
Superintendency Administration in case of special circumstances, such 
as the vessel being in distress, the engines broken down or her crew 
or passengers suffering from acute disease, which necessitate the 
vessel to make an emergency entry into or to return to the port during 
the voyage. 

Article 4 

No vessel shall enter or leave the port, or navigate or shift berths 
therein without a Pilot being appointed by the Harbour Superintendency 
Administration. Matters regarding pilotage shall be dealt with according 
to the Regulations with respect to Sea-port Pilotage issued by the 
Ministry of Communications of the People’s Republic of China. 
Article 5 

Upon arrival at the port, vessels shall immediately submit the Entry 
Report and other relevant forms for checking; besides, vessels sha! 
submit ship's papers and relevant documents for examination and be 
subject to inspections. Prior to leaving, vessels shall submit the 
Departure Report and other relevant forms for clearance examination 
and may only leave the port after port clearance has been obtained. 
Article 6 

Upon arrival at the port, arms and ammunition on board are to be 
sealed up by the Harbour Superintendency Administration. Radic 
telegraph transmitter, radio-telephone transmitter, signal rockets, flare 
signals and signal guns shall only be used in case of emergency, an¢ 
a report shall be made to the Harbour Superintendency Administration 
immediately afterwards. 

Article 7 

Shooting, swimming, fishing, setting off of firecrackers or fireworks 
and other actions calculated to endanger the order and security of the 
port shall be prohibited. 

Article 8 

The Harbour Superintendency Administration is fully authorised \ 
detain the vessel concerned, or to order the vessel to stop sailing, 
change route or to return to the port under any of the following 
circumstances: 

(a) unseaworthiness; 

(b) violation of laws or regulations of the People’s Republic of China 

(c) involvement in marine accident; 

(d) non-payment of expenses to which the vessel is liable or failure 

to produce security required; or 

(e) other cases prohibiting the vessel from sailing. 

Article 9 

Vessels navigating in Chinese port areas and coastal waters shall no 
be engaged in activities endangering the national safety, rights an 
interests of the People’s Republic of China and shall comply wit 
regulations governing straits, waterways, routes and areas closed 
navigation. 

Article 10 

Vessels navigating within the port areas shall not proceed at a spee 
liable to endanger the safety of other vessels and port installations. 
Article 11 

Boats (rafts) attached to vessels shall not be manoeuvred within po" 
areas except for life-saving purposes. 

Article 12 ; 

No vessel shall have its boats, derricks and gangways, etc., rigg® 
outboard while navigating or shifting berths within port areas. 
Article 13 

Vessels requiring to enter any of the Chinese ports open to forei’ 
trade for shelter or temporary stay shall apply to the Harbou 
Superintendency Administration for permission. Such application sha) 
state: name of the vessel, call-sign, vessel's nationality, name of t 
shipping company, port of sailing, port of destination , vessel's positio® 


_ drafts, colour of hull and colour and mark of funnel. Such vessels 
shall take shelter at places designated. 
Vessels requiring to take shelter or to lie at anchor temporarily at 
s other than any of those Chinese ports open to foreign trade shall, 
n addition to the above formalities observe the following regulations: 
(a) reporting promptly to the nearest Harbour Superintendency 
Administration the time and position of anchoring and the time of 
departure; 
(b) fulfilling the requirements of local authorities concerned and 
submitting to their inspections, inquiries and instructions; and 
(c) no one to be allowed ashore and no cargo loaded or discharged 
without permission of local authorities concerned. 
part 2 BERTHING 
Article 14 
While berthing in port, vessels shall have on board a sufficient number 
of men to ensure safe manoeuvring, and, in case of emergency such 
as typhoon warning, etc., all hands shall return immediately aboard to 
fake necessary precautions and urgent measures. 
Anticle 15 
Gangways for access of crew members, passengers and other 
persons shall be properly secured and fitted with railings or manropes. 
Rope ladders shall be safe and strong. Sufficient illumination shall be 
available at night. 
Article 16 
Vessels requiring to turn propellers shall pay close attention to the 
surroundings at the stern, and shall only do so under the condition that 
the safety of other vessels and harbour installations has been ensured. 
Article 17 
While berthing in port, all exhaust valves and discharge openings of 
the vessel which may give trouble to other vessels, harbour craft, the 
wharf or the access of persons shall be properly covered. 
Article 18 
No light of any vessel shall be exhibited in such a manner as to impair 
the safe navigation of other vessels; strong lights directed at the fairway 
must be properly screened. 
Article 19 
All vessels should be in safe and good working condition for cargo 
operation as required. All cargo handling equipment should be 
maintained in good working order and certificate of fitness should be 
made available. 
Article 20 
Vessels shall apply in advance for and obtain permission from the 
Harbour Superintendency Administration before carrying out the 
following operations: 
(a) overhauling of any boiler, main-engine, windlass, steering gear 
or radio-station; 
(b) trial trip of engine-test; 
(c) lowering boat (raft) for life-saving drill; 
(d) welding (except for repairing in shipyard) or working with naked 
light on deck; or 
(e) decorating with colourful lights. 
Article 21 
Vessels under fumigation shall take strict safety measures and exhibit 
appropriate signals prescribed by the Harbour Superintendency 
Administration. 
Article 22 
In order to ensure the safety of the port and vessels, when ordered 
'o shift berth or to sail ahead of or behind the schedule, vessels shall 
observe such orders as given by the Harbour Superintendency 
Administration. 
Part 3 SIGNALS AND COMMUNICATIONS 
Article 23 
Vessels navigating or berthing in Chinese port areas or coastal waters 
shall by day hoist the national flag of the country of registry. On entering 
or leaving port or shifting berths, vessels shall in addition display signal- 
letters and relevant signals prescribed by the Harbour Superintendency 
Administration. 
Article 24 
When entering or leaving port or at anchor, vessels shall pay close 
attention to the call and signals of the port signal-station. When visual 
Signals are used, the Regulations with respect to Coastal Port Signals 
issued by the Government of the People’s Republic of China shall be 
complied with. Where signals are not specified by Chinese coastal ports, 
the International Code of Signals shall be applicable. 
Article 25 
Vessels shall not make sound signals at will within the port except 
when necessitated by safety of navigation. Vessels requiring to test 
whistles shall make an advance report to the Harbour Superintendency 
Administration. 
Article 26 
Vessels making use of their VHF radio-telephone in port shall comply 
with the Provisional Regulations governing the Use of VHF Radio- 
'slephone by Foreign Vessels issued by the Ministry of Communications 
of the People’s Republic of China. 
Part 4 DANGEROUS CARGOES 
Article 27 
Vessels carrying or handling dangerous cargoes shall exhibit the 
Prescribed signals, comply with the regulations relating to the carriage 
of dangerous cargoes and take all necessary safety measures. Cargoes 
of contradictory nature, in particular, must be separately stowed. It is 
Strictly forbidden to stow explosives with ignitable materials or 
illammable cargoes in the same hold. 
Article 28 
: Vessels carrying Grade 1 highly hazardous cargoes shall, 3 days prior 
Me the ETA, apply to the Harbour Superintendency Administration 
Tough their port Agent for endorsement, with their descriptive names, 
Properties, packing, quantity, place of stowage stated in detail and a 
klet of Description of Dangerous Materials attached, and shall not 
enter the port, discharge the cargoes or make transit unless permission 
‘as been obtained. Such cargoes being: explosives, highly poisonous 
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articles, radio-active substances, compressed gases, liquefied gases, 
oxidising agents, substances liable to spontaneous combustion, 
substances which, in contact with water, emit inflammable gases, 
inflammable liquids, inflammable solids, acidic corrosives, etc. 

Vessels intending to carry the above-mentioned hazardous cargoes 
for export shall, 3 days prior to the loading thereof, apply for endorsement 
and shall not load until permission has been obtained. 
Article 29 

Vessels applying for Certificate of Safety Stowage of Export 
Dangerous Cargoes shall, 3 days prior to loading, submit a written 
application to the Harbour Superintendency Administration, stating, inter 
alia: descriptive names, properties, packing, quantity, place of stowage 
(accompanied by stowage plan), intermediate ports, port of destination, 
and shall load at the berths designated by the Harbour Superintendency 
Administration. 
Part 5 FAIRWAY PROTECTION 
Article 30 

Vessels under way shall comply with the Rules of Navigation and 
maintain traffic order. In case of accidents involving the risk of sinking, 
a report shall immediately be made to the Harbour Superintendency 
Administration and all effective measures shall be taken to steer clear 
of the fairway to avoid impeding the traffic and endangering other 
vessels. If the vessel is sunk, a temporary signal shall promptly be 
marked by the parties involved at the place of the wreck. 
Article 31 

Salvage operations on shipwrecks or other objects in port areas or 
coastal waters shall be carried out in accordance with the Regulations 
Governing the Salvage of Shipwrecks or Sunken Objects issued by the 
Government of the People’s Republic of China. The Harbour 
Superintendency Administration may, as it thinks fit, notify the owners 
thereof to carry out salvage and clear the fairway within a specified time, 
or to arrange an immediate salvage to refloat or demolish the sunken 
vessel or object and to clear the fairway, with all responsibilities and 
expenses incurred borne by the owners concerned. 
Article 32 

Where any sunken or floating object has been found by any vessel, 
a report thereon shall be made and the object salvaged handed over to 
the Harbour Superintendency Administration, whereupon, a reward may 
be given by the latter as appropriate. 
Article 33 

Where any vessel wishes to dispose of any refuse such as garbage 
in port, it shall exhibit signals prescribed by the Harbour Superintendency 
Administration to request ash boats (cars). 
Article 34 

Fairway installations and aids to navigation shall be well cared for. 
Vessels causing damages thereto or to harbour constructions or other 
facilities shall report immediately to the Harbour Superintendency 
Administration and shall be held responsible for the restoration made or 
the expenses incurred. 
Part 6 PREVENTION OF POLLUTION 
Article 35 

No vessel shall discharge oils, oily mixtures or other harmful pollutants 
or refuse within port areas and coastal waters of the People’s Republic 
of China. 
Article 36 

If any ballast water, tank washings or bilge water is to be discharged 
from any vessel, an application shall be made to the Harbour 
Superintendency Administration for approval. Where a vessel has 
arrived from a plague-infested port, necessary sanitary treatment should 
been given by the Quarantine Authorities. Dirty water and hold washings 
from holds where dangerous cargoes or harmful pollutants have been 
stowed shall only be discharged at the designated place after their 
having been tested by and to the satisfaction of the sanitation 
departments concerned. 
Article 37 

Oil tankers and vessels with oil as fuel shall carry the Oil Record Book 
on board and make appropriate entries as required. 
Article 38 

Where a pollution has occurred within the port area or coastal waters, 
the vessel at fault shall have all relative particulars entered in the Oil 
Record Book and the Deck Log, and shall have the matter immediately 
reported to the Harbour Superintendency Administration. Meanwhile, all 
effective measures shall be taken to prevent the oil from spreading. 
Where any chemicals should be applied, an application together with a 
description of their compositions and properties shall be sent to the 
Harbour Superintendency Administration for approval. 
Article 39 

Matters not provided for in this part shall be dealt with in accordance 
with the regulations relating to the prevention of pollution of marine 
potlaet a issued by the Government of the People’s Republic of 

hina. 
Part 7 FIRE FIGHTING AND SALVAGE 
Article 40 

Smoking or naked flames in the hold or elsewhere liable to cause fire 
hazard to the vessels is strictly prohibited. 
Article 41 

Vessels bunkering oil or oil/tankers handling cargo oil shall take strict 
fire prevention measures for safety. 
Article 42 

While welding in port, vessels shall clean up the surrounding area 
beforehand, take strict precautionary measures, be provided with fire- 
fighting apparatus and examine the work site before and after the 
operation. No welding can be done inside or near oil compartments, 
unless and until all the oil has been emptied, oil residues cleared out, 
the compartments sufficiently ventilated, the inflammable gases 
expelled, and a certificate of fitness obtained. 
Article 43 

Should any vessel be involved in a fire hazard or marine casualties, 
an immediate report shall be made to the Harbour Superintendency 


411 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englan 


Administration. Such report must contain ship's position, tonnage, drafts, 
cargo on board, damages suffered and assistance required. 
Article 44 

Where necessary, the Harbour Superintendency Administration may 
order and direct any vessel in port or in coastal waters to rescue the 
vessel in distress. The vessel so ordered and directed is obliged to do 
its utmost to render every possible assistance as long as its own safety 
will not be endangered. 
Article 45 

As soon as the officers from the Harbour Superintendency 
Administration or the salvage departments concerned have arrived, the 
Master of the vessel in distress shall report the accident occurred and 
measures taken so far, provide all information and facilities required and 
make suggestions with regard to the salvage as appropriate. All 
decisions taken by the Harbour Superintendency Administration for 
maintaining safety and order shall be complied with by all parties 
concerned. 
Part 8 MARINE ACCIDENTS 
Article 46 

Should any vessel be involved in marine accident, the Master shall 
give the Harbour Superintendency Administration a summarised report 
by telegram or radio-telephone soonest possible. In case the accident 
has occurred outside of port areas, the Master shall, within 48 hours of 
the vessel's arrival at the first port of call, submit a marine accident 
report to the Harbour Superintendency Administration. Such report shall 
be submitted within 24 hours of the accident if the same has happened 
in port. 
Article 47 

Should any vessel be involved in marine accident causing death of 
or injury to persons or damages to properties in port areas or coastal 
waters of the People’s Republic of China, the Master of the vessel at 
fault shall render every possible assistance to the ship and persons in 
distress, make timely report to the Harbour Superintendency 
Administration and be prepared for investigation and settlement. Should 
the party at fault refrain from rendering any assistance in spite of the 
imminent danger or flee into hiding, severe punishment will be imposed. 
Article 48 

Should death happen to any person on board, an immediate report 
thereof shall be sent to the Harbour Superintendency Administration. 
Where any damage or death has caused to the port or its persons 
through the fault of the ship, or vice versa, the spot should be kept 
untouched and timely reports should be given to the Harbour 
Superintendency Administration by both parties. In case of dispute, 
either party may resort to the Harbour Superintendency Administration 
for investigation and settlement. Matters involving penal proceedings 
shall be dealt with by judicial organs of the People’s Republic of China. 
Article 49 

Matters not provided for in this part shall be dealt with in accordance 
with the Regulations Governing Investigation and Settlement of Marine 
Accidents promulgated by the Ministry of Communications of the 
People’s Republic of China. 
Part 9 PENALTIES FOR VIOLATION OF REGULATIONS 
Article 50 

Vessels violating these Regulations and all relevant laws, statutes 
and rules issued by the Government of the People’s Republic of China 
shall, according to the seriousness of the case, be warned or fined by 
the Harbour Superintendency Administration. All offences of vicious or 
serious nature shall be handed over to the judicial organs. 
Article 51 

Any offender not yielding to the conclusions made by the Harbour 
Superintendency Administration may, within 15 days of the receipt 
thereof, appeal to the Bureau of Harbour Superintendency of the 
People’s Republic of China. The above said conclusions, however, shall 
remain valid before its being modified. 
Part 10 SUPPLEMENTARY PROVISIONS 
Article 52 

Matters concerning prevention of collisions not provided for in these 
Regulations and relevant rules and regulations issued by the 
Government of the People's Republic of China shall be dealt with in 
accordance with the International Regulations for Preventing Collisions 
at Sea accepted by the Government of the People’s Republic of China. 
Article 53 

These Regulations shall become effective upon the approval by the 
State Council of the People’s Republic of China. The Regulations 
Governing Entry and Departure of Foreign Vessels Into and From Ports 
of the People’s Republic of China promulgated by the Ministry of 
Communications of the People’s Republic of China on the 12th March, 
1957 shall at the same time repealed. 


ANQING: 30.30 N. 117.02 E. 


PILOTAGE: Pilot available day and night. 
ANCHORAGE: There is a general cargo anchorage and a tanker 
anchorage for vessels up to 10,000 d.w.t. Depth of water 6.0m. — 
10.0 m. Bottom is sand and mud. 
RESTRICTIONS: Vessels may enter and sail after sunset. 
MAX. SIZE: Draft Limitation in Channel: 
Wusong to Anging: 4.5 m. 
Anqing to Wuhan: 4.0 m. 
TUGS: 1300 h.p., 2x400 h.p., 1x600 h.p. and 1800 h.p. 
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BERTHING: 
Working 
District Berth Length Depth Cargo Handleg 
No. (m.) (m.) 
First Xiao Nan 
Men Berth 50 2.0-5.0 General cargo, 
Pao Yingshan 
erth 6.0 Sand, ore. 
Second 6 40 3.0 Passenger ferry 
7 65 3.2 Passenger. 
8 90 8.0 Passenger. 
9 76 8.0 Passenger. 
11 67 6.5 General cargo. 
13 36 4.8 Heavy cargo. 
Third 14 36 4.0 Coal. 
17 36 4.0 Coal. 
18 50 4.0 Ore. 
20 65 4.0 Sand, ore. 
15 150 4.0-—10.0 General cargo, 
16 heavy cargo. 
Anging 2 66 6.0 Crude oil. 
Petroleum 3 90 6.0 — 10.0 Crude oil. 
and Chemical 4 66 6.0 Crude oil. 
Zone 5 90 6.0 — 10.0 Petroleum. 
6 66 7.0 Petroleum. 
65 6.0 Petroleum. 


7 
CRANES: 1 x15 tons floating crane. 
STEVEDORES: Working hours: 
Weekday: 0630 — 1530. 


1630 — 0030 
Sunday: 0630 — 1600 
Holidays: 0630 — 1530 
1600 — 0030. 


FRESH WATER: Not available. 

FUEL: Not available. 

AUTHORITY: Anging Port Authority, 7 Yan Jiang R2, Central, Anqing 
China 246030. Tel: 514810-7001. 


BASUO: 19.06 N. 108.37 E. (See Plan| 


PILOTAGE: Compulsory. Pilotage is undertaken day and _ nigh 
Pilot boards in the Quarantine Anchorage. 
RESTRICTIONS: Entry and sailing possible after sunset. 
MAX. SIZE: Max. draft in channel and in berths is 9.0 m. 
Range of tide: 0.03 m. — 3.28 m. 


VHF: Call sign XSH. Station on Channel 16 throughout 24 hours. 
TUGS: 1 1,960 h.p., 11,670 h.p. and 1980 h.p. 
BERTHING: 
District Berth Length Max. LOA Max. Draft Remarks 
No. (m.) (m.) (m.) 
No. 1 1&2 368 371 9.0 Ore 
No. 2 3&4 320 360 9.0 General 
cargo 
Warehouse and Open Store Space: 
Warehouse 10,015 sq.m. 
Open store space 60,000 sq.m. 


Main Import and Export Cargo: 

Imports: Fertiliser, cement, rice, equipment and coal. 

Exports: Salt, ore, quartz, sand and local products. 
STEVEDORES: 

Working hours: 0730 — 1130 hrs. and 1430 — 1730 hrs.(Sundays an 
holidays included). 
FRESH WATER: Available. 
FUEL: Not available. 
GENERAL: Stores: Provisions available from Basuo Ocean Shippin 
Supply Corporation. 
Floating Cranes: None available. 


BEI HAI: 21.29 N. 109.05 E. (See Plan) 


PILOTAGE: Compulsory. Pilot boards between 0800 hrs. and 1800 his 
Pilot Station: Lat. 21° 23’ 15” N., Long. 109° 02’ 15” E. 
RESTRICTIONS: Vessels may enter and sail after sunset. 

MAX. SIZE: Max. draft in channel is 10.5 m. Range of tide: +0.17 m.- 
+5.36 m. 

RADIO/VHF: Call Bei Hai Radio on VHF Channel 16. 

TUGS: 2 x 2,320 h.p. and 1 x 468 h.p. 

ANCHORAGE: Loading and discharging operations undertaken * 
Anchorages No. 1, 2 and 3. Depth of water 5.0 m. — 10.0 m. Holditt 
ground is good and vessels up to 5,000 d.w.t. accepted. 


Latitude Longitude 
Anchorage No. 1: 21° 29’ 14” N. 109° 04’ 14” E. 
21° 29’ 32” N. 109° 04' 14”E. 
21° 29’ 20” N. 109° 04’ 43” E. 
21° 29’ 39” N. 109° 04’ 43” E. 
Anchorage No. 2: 21° 29’ 20” N. 109° 04’ 43” E. 
21° 29’ 39” N. 109° 04’ 43” E. 
21° 29' 32” N. 109° 05’ 16” E. 
21° 29’ 49” N. 109° 05’ 16” E. 
Anchorage No. 3: 21° 29' 32” N. 109° 05’ 16” E. 
21° 29' 43” N. 109° 05’ 16” E. 
21° 29' 43” N. 109° 05’ 49" E. 
21° 29’ 59” N. 109° 05’ 49" E 


BERTHING 
‘a 
Hondling Name of Shore 
Department Berth Length Depth Max. Size Remarks Cranes 
(m.) (m.) (d.w.t.) 
No. 1 119 45 1,000 General Cargo 15 tons 
No. 2 
No. 3 192 3.8 700 General Cargo 2x5 tons 
ist No. 4 
No. 5 Bulk and 
No. 6 } 88 2.0 200 General Cargo 
fom 1 170 9.5 15,000 Bulk Cargo 1x20 tons 
2nd No. 2 170 9.5 14,000 General Cargo - 


CRANES: See “Berthing’’. No floating cranes available. 
STEVEDORES: Working hours are 0000 hrs. — 2400 hrs., including 
Sundays and holidays, if required. 

TANKERS: See “Shipmaster’s Reports”. 

FRESH WATER: Available. Contact Bei Hai Harbour Administration 
Bureau. 

FUEL: Available. Contact Bei Hai Harbour Administration Bureau. 
REPAIRS: Facilities available. 

GENERAL: Cargoes Handled: Ore, coal, fertiliser, timber, grain, sugar 
and other general cargoes. 

Provisions: Contact Bei Hai Ocean Shipping Supply Corporation. 
Warehouse and Open Store Space: Warehouse: 5,200 sq. m. 

Open storage space: 12,000 sq.m. 


SHIPMASTER’S REPORT: January 1994. 
Cargo: Discharged gas oil into barges. 
Approaches: B.A. Chart No. 3892 and 41. 

When approaching Beihai, the water depth has to be watched very 
closely. Also the Admiralty Tide Table has to be consulted and a tidal 
curve has to be made for reference. The position as given by the Agent 
for lightering was too shallow as it gives a depth of 9.6 m. and less, 
based on Chart Datum. The vessel's draft was 10.6 m., and when we 
arrived at low water, there was a rise of 0.8 m., so the depth was still 
insufficient. When we had a keel clearance of 2.8 m., we anchored in 
position Lat. 21° 21’ N., Long. 109° 00’ E. Position given by the Agent 
was 21° 23' 25” N., 109° 02’ 25” E. The keel clearance of 2.8 m. was 
also based on a trim of 3.0 m. during discharge. During the swinging of 
the vessel, manual soundings were taken and compared with the echo 
sounder readings, which proved to be the same. During discharge, the 
minimum depth encountered was 0.8 m. 

Holding ground good for anchoring. 

Agency: The Agent and Customs, etc., came out the next day around 
noon. The visibility was quite poor in what seemed to be normal during 
this period of the year. The boat with the boarding party had no radar 
and was | pegee from Beihai to the vessel's anchor position by our ship's 
radar and by the Duty Officer's instructions. Customs, Immigration and 
Quarantine Officers boarded and formalities were done very smoothly 
and without any difficulties. 

Discharge: Discharging was done by STS by means of 2 lightening 
vessels of 1,000 tonnes each. After loading, lightening vessel went back 
for discharge and after approximately 7 hours was back again for 
another lightening. Fendering was quite poor, only old car tyres were 
used. From our side, we had some old large car tyres for fendering. 
Connecting was done by stevedores from the shore who stayed on board 
during the lightening operation. No difficulties were encountered during 
the operation. 

Discharging was completed on a Sunday evening. During the 
weekend, all official offices were closed and a Clearance could not be 
obtained by the Agent. On Monday morning, the Clearance was obtained 
at 0900 hrs. and put on board at 1200 hrs. at the anchorage. 

The only person who spoke English was the Agent. All other people 
did Hie speak any English, so the communication was done by ‘arm 
gestures’. 

Pal VHF Channel 16 for port and VHF Channel 14 for 
ent. 


SHIPMASTER’S REPORT: March 1994. 

From departure Singapore, we were unable to make contact by telex 
with “Penavico Beihei”. All messages were relayed by Agent in Hong 
ek supplied me with a Fax number for Beihai, but again this 
number did not give us contact. 

Vessel's arrival draft 11.2 m. 

Several ships were already at anchor and we settled in position 
21° 19’ N., 109° 00’ E. This gave us a minimum under-keel clearance 
of 5.0 m. with the expected tidal range. Holding ground was good. 

Even with arrival on a Sunday, the Agent appeared 4 hours after our 
first VHF contact. Very little English was spoke, but all official paperwork 
Was completed. The only point of note being that the Quarantine Officers 
demanded that all crew have Hepatitis injection. A compromise was 
reached in that the documents would be taken ashore and stamped as 
no shore leave would be allowed. About 10 persons boarded, and there 
Was much passing of paperwork between the various officals. 

The discharge was done by 2 coastal ships of 1,000 tonnes capacity. 

ne of them did 5 cargoes and the other only one cargo. 

The interval between trips varied, but 6 hours was the normal period. 

Initially, the “Chang Da 2” tried to come alongside without any fenders 
at all, but we refused this. Luckily on our last visit to Singapore, we 
acquired a large number of old car tyres, and had made these into twin 
yre fenders. Ten of these units plus 4 normal fenders were positioned 
¢y ourselves on the starboard side and the lightening then took place. 

he second vessel “Hua Qing” did have tyre fenders. 

a Surveyors arrived on the first vessel and departed on the same, 
faving only a squad of 4 men for connecting and mooring operations. 
€re was some confusion on the small vessels regarding the size and 
length of hose required, but with hand signals and the mooring squad 
Supervisor, who spoke a little English, the operation was accomplished. 
ading of each small vessel took approximately 1 hour 10 minutes, 
“Sing their hoses each time. 
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At the end of discharge, the supervisor inspected the tanks and signed 
the Dry Certificate, the gang then left on the last vessel. 

The Agent inform us that he would arrive at the vessel 
approximately 4 hours after completion (daytime hours). After some 
6-8 hours and after numerous attempts at VHF contact, he informed us 
that due to reduced visibility the boat was unable to find the vessel, and 
that no further attempts would be made that day, however he had 
secured clearance for us and all papers would be forwarded to the next 
port (Zhuhai) for our arrival. 

Offers to guide their boat to the vessel by our radar were refused. As 
the weather conditions could remain with poor visibility for several days, 
we telephoned Owner and Agent in Hong Kong to inform them of the 
situation. 

The Letter of Protest concerning delays was faxed to Hong Kong for 
retransmission to Beihai. 

The vessel then departed with all parties aware of the situation, 
“Penavico Beihai” forwarding all outward papers and personal health 
papers to “Penavico Zhuhai” by the quickest method. 

Communications by VHF Channels 14 and 16, but very limited. 


BZ 28 TERMINAL: 38.19 N. 119.38 E. 


LOCATION: The F.P.S.U. “Bohai Friendship” of 51,000 tonnes/ 
55,440 cu.m. capacity is moored in position Lat. 38° 18’ 54” N., Long. 
119° 37’ 38” E. 

BERTHING: Vessels of 15,000 d.w.t. — 110,000 d.w.t. can be accepted, 
for receiving cargo. 

OPERATOR: Bohai Oil Corporation (BOC), P.O.Box 547, Tanggu, 
Tianjin, The Peoples’ Republic of China. Tel: 86-22-77-7443, 86-22-77- 
1208. Telex: 23163 Obpcc Cn. 


BZ 34 TERMINAL: 38.07 N. 119.33 E. (See Plan) 


LOCATION: The locations of the SPM and Well Head Platforms (WHP) 
are: 


SPM: Lat. 38° 06’ 56.557” N., Long. 119° 33’ 23.569” E. 
2EP WHP: Lat. 38° 07’ 38.698” N., Long. 119° 33’ 23.051” E. 
2EW WHP: Connected with 2EP WHP by Bridge. 

4EP WHP: Lat. 38° 05’ 28.482” N., Long. 119° 32’ 35.374" E. 


The SPM and the three WHP are joine 
pipelines. 

Masters of vessels are reminded that BZ 34 Terminal area is located 
in the People’s Republic of China internal zone; moreover, they are 
requested to comply with any relevant laws and regulations. 

BZ 34 Terminal consists of: 

1. The three Well Head Platforms (WHP). 

2. Fixed Tower (SPM — Single Point Mooring). 

3. Floating Production and Storage Unit (FPSU) “Bohai Chang Qing 

Hao” is moored by one Mooring Yoke. 
DOCUMENTS: Customs and Inspection: |In accordance with normal 
practice, the vessel's national flag, the Chinese courtesy ensign, and 
following flags, must be displayed by all vessels approaching 
BZ 34 Terminal. 

The principal signals are as follows: 

1. Signal Flag “Q” in daytime 

2. Signal Light “Red over White” 

at night time 
. Signal Flag “G” in daytime 
. Signal Flag “H” in daytime 
. Signal Flag “B” in daytime 
. Signal Light “Red” at night-time 
. Vessel's Signal Letters 


by submarine crude oil 


: Request Quarantine. 


: Request Quarantine. 

: Request Pilot. 

: Pilot on Board. 

: Hazardous Cargo on Board. 

: Hazardous Cargo on Board. 

: From before reaching the 
anchorage to mooring and 
from before unmooring to 
Pilot disembarking the 
Vessel. 

The Joint Inspection Team (Representatives of Chinese Harbour 
Superintendency Administration, Customs, Frontier Defence Inspection 
Station, Quarantine Service, and Export and Import Commodity 
Inspection Bureau (E.1.C.1.B.) will board the vessel to grant clearance 
and inspect cargo. 

Vaccination Certificates: Valid Yellow Fever Vaccination Certificates for 

all crew members and passengers, if the vessel comes from South 

America or Africa, shall be required by the Quarantine Service. 
Furthermore, any possible medical trouble or illness on board the 

vessel must be indicated before the vessel's arrival, so that a 

representative of the Quarantine Service goes on board the vessel at 

mooring before any other person. 

Certificates and Documents: The following documents shall be 

submitted for examination as soon as the Berthing Master and the Joint 

Inspection Team come on board the vessel: 

. Certificate of Nationality. 

. Certificate of Registry. 

Safety Construction Certificate. 

. Safety Equipment Certificate. 

. Safety Radio/Telephone/Telegraph Certificates. 

. Cargo Gear Certificate. 
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7. Tonnage Certificate. 
8. Navigation Certificate. 
9. Passenger Certificate (if applicable). 
10. International Load Line Certificate. 
11. Deratting or Deratting Exemption Certificate (less than 6 months 
old 


12. Deck Log Book. 

13. Engine Log Book. 

14. Oil Record Book (machinery space operations and cargo/ballast 

operations). 

15. Tonnage Dues Certificate. 

16. Certificate of Financial Security in respect of Civil Liability for Oil 

Pollution Damage. 

Berthing Master is allowed to reject any vessel, which is considered 
unseaworthy or not holding up-to-date official documents. 
Declarations: The Joint Inspection Team shall require the following to 
be filled and delivered: 

6 copies Crew List (Chinese form). 

4 copies Passenger List (if any). 

1 copy Cargo Manifest for import/transit cargo with a summary (ballast 

or cargo already on board). 

1 copy List of Specified Articles (Money, gold and silver, transistors, 
tobacco, alcohol, cameras, tape recorders, T.V. sets, video tape 
recorders, motor cycles, watches, walkie-talkies, etc. (if any)). 

1 copy Maritime Declaration of Health (Chinese form). 

2 copies Ship’s Stores List (inventory). 

Clearance from the last Port of Call. 

Valid Seaman's Certificate for all crew members. 

1 copy Declaration of Arms and Ammunition. 

2 copies Reports of Entry for Foreign Vessel (Chinese form). 

Cigarettes, cigars, tobacco, matches, spirits, wine, beers, perfume, 
and possibly other items, have to be locked up under customs seal from 
time of arrival of vessel in port, until time of leaving territorial waters. 
Each person is allowed to bring in 2 bottles of spirits and 200 cigarettes, 
or the equivalent in grams of tobacco or cigars. Special allowances are 
made for the Master under special circumstances. The Customs Officer 
will seal the stores. 

Documents of Loading Cargo: Crude oil shipping documents will be 
prepared at BZ 34 Terminal, and after the vessel has been loaded, the 
documents will be completed, and final clearance formalities will be 
carried out on board. 

Protests: Any protests by the Master of the vessel concerning the 
quantity of cargo should be made before departure and any resulting 
investigation should be made before the vessel sails out. 

Outward Clearance: A vessel will be considered clear to depart BZ 34 
Terminal, when the crude oil shipping documents, the Release 
Certificate and the Port Clearance for a foreign-going ship have been 
delivered. 

APPROACHES: Charts and Sailing Directions: Charts and Sailing 
Directions for the area are as follows: 


Charts: 
Japanese 383, 392, 1403, 
Chinese 9303, 9304, 9701, 
British Admiralty 1250, 1255, 1256, 
American 94360, 94420, 94440. 

Sailing Directions: 
Japanese Pub. No. 203, 412, 782. 
Chinese Pub. No. 901A, 902, 903, 904. 


British Admiralty N.P. No. 32, 79F, 203. 
American Pub. No. 157, 112 
Pilot Chart No. 55, Tide Table Vol. 4. 

Approach: Approaches to BZ 34 Terminal are safe and without 
navigational difficulties, but in some seasons special attention is drawn 
to the numerous fishing boats. 
Chinese Regulations for Passing Through Bohai Gulf: Should the Master 
of a vessel decide to pass through the Bohai Gulf, he must apply for 
permission in accordance with the following Regulations: 

(1) Vessels passing through the Bohai Gulf: No vessel is allowed to 
pass through any channel, except Laotiehshan Channel, 
Changshan Channel and Dengchou Channel (only vessels under 
200 g.r.t. are allowed to sail). 

(2) With Laotiehshan Lighthouse as centre and a distance of 10 miles 
as radius, and North Hwangchengtao Light Beacon as centre and 
a distance of 7 miles as radius, are to be two prohibited areas. 
Vessels are only allowed to pass through middle of these areas, 
namely Laotiehshan Channel. 

(3) All vessels, passing through the Laotiehshan Channel, must send 

a message to the Harbour Master Dalian at least 8 hours prior 
to the estimated time of passing the line joining Laotienshan 
Lighthouse and North Hwangchengtao Light Beacon’s two points, 
or after departure from the port (her passage is less than 8 hours), 
reporting the following details: 
Name of vessel, nationality, call sign, last port of call, port of 
destination, speed, colour of hull and funnel, and the exact time 
of passing through the line joining Laotiehshan Lighthouse and 
North Hwangchengtao Light Beacon’s two points. 

In case there is any alteration of time to pass through the line 
owing to bad weather, such vessels should immediately report to 
the Harbour Master Dalian. 

(4) Dalian Coastal Radio Station: 


Call sign XSZ 

Calling frequency 500 kHz 

Working frequencies 462 kHz; 8,694 kHz 
Reserve frequency : 8,678 kHz. 


Working day and night. 

(5) Vessels passing through the Laotiehshan Channel must display 
navigation lights in accordance with the Regulations for 
Preventing Collisions at Sea. 

(6) Vessels are prohibited from navigating in the water area within a 
radius of 10 nautical miles from the Reef Island. 
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(7) Navigational aids are as follows: 

(a) Laotiehshan Lighthouse: 38° 43’ 37” N., 121° 08’ 02” E. 
Gp.Fl.(2)W., ev. 30.0 sec. 25 M. 

(b) Beihuang Cheng Island navigation: 

120° 54’ 33” E. 

FI.W., ev. 3.0 sec. 15 M. 

(c) Houji Lighthouse: 38° 03’ 29” N., 120° 56’ 27” E. 
Gp.FI.(2)W., ev. 10.0 sec. 15 M. 

(d) Beichangshan navigation: 37° 59’ 32” N., 120° 41' 37” E. 
FLR., ev. 2.5 sec. 8 M. 

(e) Xiaozhushan Light: 38° 01' 17” N., 120° 52’ 09” E. 
FI.W., ev. 5.0 sec. 14 M. 

PILOTAGE: 

(1) Pilotage is compulsory for any vessel arriving at BZ 34 Terming 
for mooring, and unmooring. 

(2) The Pilot will board the vessel, and will act as Pilot for approaching 
and mooring, when she reaches the Anchoring Area and BZ % 
Terminal is available. 

(3) The Pilot will advise the vessel's officers and crew on the layoy 
of the mooring equipment to be fitted on the forecastie head. 

Pilot Ladder: The vessel is required to have a clean and efficient pil, 

ladder, fitted with spreaders and manropes, safely and securely rigged 

ready for the Pilot to immediately embark and disembark on the side o 

the vessel, and of sufficient length to reach the Pilot's boat. 

Life Buoy: A life buoy with safety line and self-igniting light, together with 

a rope messenger for the Pilot's bag, shall also be available at the pil 

ladder head. 

Good Weather Lee: Vessels shall afford a “good weather lee”, and shal 

reduce speed as directed by the Pilot, in order to effect the sate 

embarking or disembarking of the Pilot. 

ANCHORAGES: A “Prohibited Fishing” and “Restricted Navigation an 

Anchoring” area has been defined around BZ 34 Terminal. 

Anchorage Area: \f vessels are obliged, or instructed, to anchor, they 

should do so in the anchorage area which is indicated by the following 

four points. Water depth is about 24 m., and sea-bed mainly consists 0 

mud. While at anchor, they should exercise vigilance at all times, and 

if necessary, make contact with BZ 34 Terminal by VHF on Channel 67 

or Channel 16, at any time. 

(1) Lat. 38° 16’ N., Long. 119° 41’ E. 

(2) Lat. 38° 16’ N., Long. 119° 44’ E. 

(3) Lat. 38° 13’ N., Long. 119° 41’ E. 

(4) Lat. 38° 13’ N., Long. 119° 44’ E. 

This anchorage area is also available for vessels arriving at BZ 2 
Terminal, adjacent to BZ 34 Terminal, at about 23 km. distance. 
NAVIGATION AIDS: Well Head Platform (WHP): Two main white lights 
(visible at 10 nautical miles, morse code letter “U" every 15 seconds| 
are installed on opposite corners of the 2EP and 4EP WHP. 

Red lights (15 candelas, quick flashing) are installed on the crane 
head, crane operation cage and top of gas vent line. 

Single Point Mooring (SPM): The SPM is equipped with a radar reflecto 

and a fog horn (|.A.L.A. usual audible range of 2 nautical miles) sounding 

the morse code letter ‘“U" every 30 seconds. 

Floating Production and Storage Unit (FPSU): The navigation and signe 

lights are provided according to the international regulations. Wher 

gases are burning, the flare can be seen farther than above lights. This 
flare is about 38 m. height above the sea level. 

RESTRICTIONS: Vessels are moored and unmoored in daylight only 

Draft Requirements: Vessels arriving at BZ 34 Terminal should have the 

minimum following drafts: 
1. The moulded draft amidships (dm.) in metres (without taking into 
account any ship’s deformation), shall not be less than: 
dm. = 2.0 + 0.02 x L 

2. The drafts at the forward and after perpendiculars shall correspon 
to those determined by the draft amidships (dm.), as specified 
the preceding Paragraph 1, in association with the trim by the stem 
of not greater than 0.015 L 

3. In any case the draft at the after perpendicular shall not be less 
than that which is necessary to obtain full immersion of the 
propeller(s). 

NOTE: “L", as measured in metres, mean 96% of the total length oné 
waterline at 85% of the least moulded depth, measured from the 
top of the keel, or the length from the foreside of the stem to the 
axis of the rudder stock on that waterline, if that be greater. 

MAX. SIZE: Maximum 110,000 d.w.t., minimum 15,000 d.w.t. 

RADIO/VHF: 

PRE-ARRIVAL REQUIREMENTS AND COMMUNICATIONS: 

Communications Before Arrival: The Owner (in case of a voyage 

chartered vessel) or the Charterer (for a long term chartered vessel 

should, 1 week prior to vessel's arrival, telex to “Penavico Tanggu 

Tokyo Office and Tianjin Office of Operator JCODC and Production a% 

Transportation — Sales Department of Partner BOC, to attend the vessé 

at BZ 34 Terminal, advising of the following items in addition to the wa) 

for the disbursement remittance. 
1. Name and address of the Owners or Charterers, with telex am 
telephone numbers. 

. Name of the vessel and international call sign. 

. Vessel's nationality. 

Particulars of the vessel (Length, Breadth, g.r.t., n.r.t., Summé 

draft and Deadweight tonnage). 

Last and next ports of call. 

Master's name. 

. Destination(s) after loading. 

ETA BZ 34 Terminal in local time. (UTC plus 8 hours or pit 

9 hours, if daylight saving time (from the second Sunday of Ap 

to the second Sunday of September), is in force). 

9. Cargo requirement. 

10. Speed. 

11. Colour of hull and colour mark of funnel. 

12. Consignee. 

13. Crew List. 


38° 23’ 40" N 
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Entry Formalities: The Master or Owner of the vessel shall, 1 week prior 

to its expected arrival at BZ 34 Terminal, submit the required forms to 

the Harbour Superintendency Administration through "Penavico 

Tanggu”, for completion of entry formalities. In order to proceed with 

such entry formalities, it is compulsory that "Penavico Tanggu” receive 

the information, as specified in “Communications Before Arrival”, 1 week 
to vessel's arrival. 

Advice of Arrival: 72 hours prior to arrival at BZ 34 Terminal, vessels 

should advise Tianjin Office and Tokyo Office of Operator JCODC, 

Production and Transportation — Sales Department of Partner BOC and 

Penavico Tanggu", of their ETA by telex (See “Authority” and “Agent’). 

They should also confirm or amend it when they are 48 hours, 24 hours 

and 6 hours distant from BZ 34 Terminal. 

Details of message to be sent by the Master of the Vessel: The following 

information shall be included in the first message to be sent by the 

Master of the vessel: 

. Name of vessel and international call sign. 

. Vessel's nationality. 

Owner's name. 

Master's name. 

ETA and date in local time (See “Communication Before Arrival 

— No. 8”). 

Last and next ports of call. 

. Destination(s) after loading and consignee. 

Cargo requirement. 

. Possible cargo on board. 

. Ballast on board on arrival in Segregated Ballast Tanks and in 

Cargo Tanks. 

. Deballast time: Only clean ballast (as mentioned in the Marpol 

International Convention), may be discharged into the sea. 

12. Estimated fore and aft draft on arrival and on sailing. 

13. Particulars of the vessel (See “Communcation Before Arrival — 

No. 4"). 

14. Flange size of vessel's manifold connection. 

15. Maximum loading rate. 

16. Number of crew on board. 

17. If there is any sickness aboard or clean Bill of Health. 

18. Whether BZ 34 Terminal is first or second port. 

Communications with Penavico (Agent) and BZ 34 Terminal: 
PENAVICO: 

(1) Penavico Radio communication hours are 0800 — 1700 local time 

on telex. 

(2) Message to and from the vessels shall be transmitted by telex 

(See “Agent’’). 
BZ 34 TERMINAL: 
(1) BZ 34 Terminal keeps continuous dual watch on Channel 67 and 
Channel 16 throughout 24 hours. 
(2) Vessels equipped with VHF radio telephone should call BZ 34 
Terminal on Channel 67 and/or Channel 16 in the Bohai Bay. 

(3) Other channel that can be used after a first call is Channel 73. 
Report to the Harbour Master Dalian: All vessels passing through the 
Laotiehshan Channel must send a message to the Harbour Master 
Dalian (See “Approaches”’). 

Language: The working language of BZ 34 Terminal is English. 


BERTHING: Main Particulars of FPSU “‘Bohai Chang Qing Hao”’: 


SLE@N® meon= 


= 
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LOA : 215.62 m. (707 ft. 05 in.) (L.W.L.: 210.00 m.). 
Breadth : 31.00 m. (101 ft. 08 in.). 
Depth 17.60 m. ( 57 ft. 08 in.). 

Mooring: 


(1) Equipment and tools for mooring and hose connection will be 
brought on board the vessel by the Berthing Master. 

(2) When all preparations have been completed on the vessel and 
BZ 34 Terminal, the Pilot will approach the FPSU. 

(3) The vessel will then come close enough to the free floating pick- 
up rope, so that the crew of the workboat can secure the 
messenger rope to the hawser pick-up rope. 

(4) The messenger rope is then led through the centre Panama chock 
to the winch. 

(5) When the chafe chain is in the fairlead and the special triangle 
plate on board, they must be connected to a triangle plate using 
the special fork and shaft. 

(6) The shaft must be secured with the stopper provided. 

NOTE: Special triangle's size is as follows. The size of Panama chock 
of the vessel should be larger than that of this special triangle. 
Unmooring: 

(1) Lead the pick-up rope of the mooring hawser to the mooring winch. 

(2) Pilot will manoeuvre the vessel ahead to slacken the mooring. 

(3) Take the weight off the mooring by heaving on the pick-up rope. 

(4) Pay-out the pick-up rope while the vessel moves slowly dead 
astern, then let go the free end. 


LOADING: Derrick: Vessels must be equipped with a hose lifting derrick 
owe port side manifold with a lifting capacity of more than 10 tons — 


Flange Size of Loading Hose: The hose end connection is a 12 in. 
Pe quick release coupling, and will fit standard 12 in. ANSI 150 
6; 

82 34 Terminal is equipped with flanged spools to connect with 
Manifolds different from 12 in. diameter (10 in. — 12 in., 14 in. — 12 in. 
and 16 in. — 12 in.). 

Vessel's manifolds should terminate in ANSI 150 flanges. 

°se Connection: 

(1) After the vessel is securely berthed, the Berthing Master will 
instruct the workboat to tow the end of the floating hose to a 
Position underneath the vessel's hose handling derrick. 

The connection of the hose is the responsibility of the vessel's 
aire bide should endeavour to complete this task as quickly as 
ssible. 


CHINA 


Loading: 

(1) Maximum loading rate is about 3,000 KI./hr. 

(2) Care should be taken not to overload as there is no possibility of 

pumping back into BZ 34 Terminal. 

Closing Valves against Oil Flow: Warning is given of the danger of 
closing valves against an incoming oil stream. This will create excessive 
pressures which may result in damage to the loading hoses and BZ 34 
Terminal facilities. Vessels will be held liable for any damage resulting 
from failure to observe this precaution. 
Bad Weather Conditions: When the weather condition develops worse 
than the below-mentioned permissible criteria at BZ 34 Terminal, the 
Operator may suspend work. However, the final decision on 
implementing the work will be made by the Production Superintendent 
on the FPSU. 


Kind of Work Permissible Criteria 

Mooring Wind speed of 15 m./sec., or 
Visibility of 1,000 m. 

Pumping Wind speed of 18 m./sec., or 


50 ton force of tension on mooring 
rope to the vessel. 

Wind speed of 20 m./sec., or 
75 ton force of tension on mooring 
rope to the vessel. 


CARGO: Crude Oil: There is only one grade of crude oil available at 
BZ 34 Terminal. Its density is approximately 0.8445 at 15° C. or 0.8411 
at 20° C. (API gravity 36.0), pour point 27.5° C. and the minimum loading 
temperature 45° C. 

Notice to Masters of Vessels: Vessels loading Bohai Light Crude Oil 
No. 2 are required to be equipped with heating coils. It is recommended 
as from commencement of loading of Bohai Light Crude Oil No. 2, that 
the vessel should endeavour to heat the oil at a temperature of 40° C. 
minimum, until the time the vessel discharges her cargo at the unloading 


Unmooring in case 
of emergency 


rt. 

As this crude oil has a high pour point and significant paraffin content, 
Masters of vessels are recommended to keep the COW (Crude Oil 
Washing) equipment in a very good operational condition. They shall 
carry out COW operations only when sure of the efficiency of the lines 
and machines, and after they have taken all precautions to prevent the 
washing oil from solidifying in the COW piping system. Their attention 
is therefore drawn to difficulties they may encounter when COW 
operations have not been prepared properly. 


BALLAST/POLLUTION: Adequate Ballast: Vessels are required to 
carry sufficient ballast for safe handling, having due regard to existing 
weather and sea conditions. A vessel found by the Pilot or Berthing 
Master to be inadequately ballasted, will be rejected. 

Clean Ballast: As there are no ballast reception facilities, vessels must 
arrive at BZ 34 Terminal with clean ballast, ensuring that all pipelines, 
pumps and strainers have been flushed out prior to arrival (See Marpol 
Convention 73/78: Regs. 9, 13 and 18). 

The Berthing Master will inspect vessel's ballast on boarding, and has 
the power to reject any vessel that he deems would cause pollution of 
the sea area, in which case the vessel must proceed to sea and return 
only when ballast is completely free of oil. The rejection of any vessel, 
because of dirty ballast will automatically cause its Notice of Readiness 
to be nullified, and the rejected vessel will lose any priority of position 
for loading. Ballast discharge should not be commenced without the 
prior permission of the Berthing Master. At no time may the oil content 
of ballast discharged exceed 15p.p.m., or produce a sheen on the 
surface of the water. 

Inspection: 

(1) At night the sea area around the vessel shall be adequately 
lighted, as frequent inspection by the Berthing Master will be made 
during the discharge of ballast. Any pollution, whatsoever, will be 
cause for rejection. Similarly, any hull leaks causing pollution 
during loading will be cause for rejection. 

(2) Cargo hose connection should be inspected during loading, drip- 
pans should be placed under the manifold, all unused cargo 
connections blanked off, sea-valves closed and lashed upon 
completion of deballasting, and all scuppers must be securely 
plugged. 

Segregated Ballast: When a vessel is fitted with segregated ballast 
tanks, the Master of the vessel will not discharge the ballast as long as 
a sufficient cargo has not been loaded. A vessel not so equipped, should 
examine the possibility of safe loading and deballasting simultaneously. 
Pollution: Owners and Masters of vessels are responsible to observe 
International Convention (Marpol 73/78) and Chinese relevant 
regulations concerning pollution of the sea. 

Bilges: Bilges must not be discharged while at BZ 34 Terminal. 

Fines and Claims: Any fines imposed by any governmental Authority for 
pollution shall be for the vessel's account. 

In the event that the Operator has to settle any third party claims as 
a result of damage to property, caused by pollution attributable in any 
way to the vessel, the Operator will have the right to demand 
reimbursement by those responsible for the vessel, for all expenses 
incurred. 

In the event of oil spillage, or pollution of the waters, all labour and 
equipment costs for cleaning operations will be for the vessel’s account. 


FACILITIES: There are no facilities of any kind at BZ 34 Terminal. 

No ballast reception facilities at BZ 34 Terminal area or in the vicinity. 

No engineering repair shop. No shore leave. 

No fresh water. No crew changes. 

No bunkers available. No consulates available. 

No provisions or stores. No clinic available. 

No cranes or barge service. 
rir ctoratg hl Operator: Japan China Oil Development Corporation 
(J ). 
(A) Tokyo Office: 2-2-2 Uchisaiwai-Cho (Fukoku Seimei Building), 
Chiyoda-Ku, Tokyo, Japan. Tel: 03 (3502) 1643. Telex: 02222179 Jcoil. 
FAX: 03 (3508) 8396. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englan, 


(B) Tianjin Office: P.O.Box 546, Tanggu, Tianjin, The People’s Republic 
of China. Tel: 86-22-77604. 86-22-97-2081 (int'l subscriber dial call). 
Telex: 23161 Jcoct Cn. FAX: 97-2078. 
Partners: (A) Bohai Oil Corporation (BOC), P.O.Box 547, Tanggu, 
Tianjin, The People’s Republic of China. Tel: 86-22-77-7443. 86-22-77- 
1208 (Int'l subscriber dial call). Telex: 23163 Obpec Cn. FAX: 86-22- 
97-3640, Ext.562. 
(B) China National Offshore Oil Corporation (CNOOC), P.O.Box 9623, 
Beijing, The People’s Republic of China. Te/: 86-1-201-4904 (int'l 
subscriber dial call). Telex: 22611 Cnooc Cn. FAX: 86-1-201-4650. 
AGENT: Penavico Tanggu, Zhu Tang Gu Qu Ji Gou, 2 Hao Lu, Xingang 
Tanngu Qu, Tianjin, The People’s Republic of China. Tel: 86-22-97- 
3312, 97-3756. Telex: 23164 XgpenCn., 23167 Xgpen Cn. 
Cables: Penavico Tanggu. FAX: 86-22-97-2537. 

Penavico Tianjin, Zhu Tianjin Jigou, 23 Chongqing Dao, Tianjin, The 
People’s Republic of China. Tel: 86-22-31-7214, 31-2901. 
Telex: 23231 Tjpen Cn. Cables: Penavico Tianjin. FAX: 86-22-31-7210. 


CHIWAN, Including Shekou and Mawan: 
22.28 N. 113.53 E. (See Plan) 


LOCATION: Shekou Gang (port) is about 30 kilometres from Shenzhen 
Urban District and about 20 nautical miles from the centre of Hong Kong. 
The port is an important component of the expanding Shenzhen 
economic special zone (Sez). 

The port area covers wharves in Shekou and Chiwan and is still under 
further development. 

PILOTAGE: Compulsory for foreign vessels entering and leaving the 
port. Pilot boards at Shekou Anchorage in position Lat. 22° 25.5’ N., 
Long. 113° 53.1’ E. 

ANCHORAGE: The anchorage, with depths of 5 m. — 11 m. (mud and 
sand bottom with good holding ground), can accommodate more than 
10 vessels of 5,000 to 10,000 d.w.t. and can also be used as a typhoon 
shelter for vessels over 1,000 d.w.t. The area Eastward of Wuwan 
Channel Light Buoy No. 5 serves as the anchorage for medium and 
small size vessels. 

CHANNELS: Shekou Port Channel is sub-divided into Shekou Port Area 
Channel and Chiwan Port Area Channel. The former comprises the outer 
one between light buoys No. 1 to No. 5, and the inner one between light 
buoys No. 5 to No. 9. The channel has a total length of 3.14 miles, a 
width of 60 m. and a minimum depth of 5.8 m. 

Chiwan Port Area Channel, with a total length of 1,000 m., a width of 
80 m. and a minimum depth of 9 m. is marked by the light buoys No. 1 
to No. 3. Light buoy No. 1 is at the entrance of the Chiwan Port Area. 
Light buoys No. 2 and No. 3 are positioned at the junction of the basin 
and the channel. 

VHF: Shekou Radio on Channels 16 and 25 throughout 24 hours. 
TUGS: 11,900 h.p., 1x 1,600 h.p. and 2x 400 h.p. 
BERTHING: 


District/Berth Length Depth Permissible Berth Use Cranes 
Draft/LOA 
(m.) (m.) (m.) (tons) 
Chiwan Harbour 
No. 1 200 10.0 9.6/175 Bulk Fertiliser Gantry 
cranes 
4x10 ton 
No. 2 264 9.6/175 General Cargo 1x40 ton 


1.0 
Tanker Wharf 200 1.0 11.0/200 10 shore tanks 
7.0 


Supply Boat 520 Supply Boat 
(Jetty) Seismic Survey 
Boat 
Shekou 
No. 1 153 General Cargo 
No. 2 170 General Cargo 
No. 3 180 1 General Cargo 


General Cargo 
Supply Boat 140 Supply Boat 
(Jetty) 


5 
0 
0 11.0/160 
5 
5 
Barge Wharf 110 0 


7 
9 
1 
Barges Wharf 180 6. 
6. 
6 


General Cargo, 


Car and 
Passenger 
Ferry 
Mawan: 

Name of Berth: Mawan Berth No. 4. 

LOA: 230 m. 

Depth: 11.0 m. 

Draft in Channel: 10.4 m. 

Tidal Range: Average 1.30 m. (2 times a day). 

Shore Cranes: 2 x 10 tons. 

Berth: Primarily for discharge of heavy lifts and building 


materials for the new power plants being built in 
the area. 
Warehouse and Storage: Warehouses No.1 to No.3 have a total 
capacity of 19,500 sq.m., but the total space is not yet fully operational. 
The container stacking area is 13,300 sq.m. and the storage area for 
bulk and steel products are 2,500 sq.m. and 5,500 sq.m. respectively. 
FRESH WATER: Available. 
FUEL: Available. 
REPAIRS: Facilities available. 
TIME: GMT plus 8 hours. 


SHIPMASTER’S REPORT: April 1984. 

New port still under construction situated in Lat. 22° 28.5’ N., Long. 
113° 53’ E. Pilot station is located in position Lat. 22° 25’ N., Long. 
113° 52.6’ E. It is reached by passing through Hong Kong East Lamma 
Channel then passing North of Ma Wan Island. There is plenty of water 
until the pilot station. Anchorage is in very good holding ground. Density 
of water at any stage of the tide is 1020. Alongside the pier (only one 
working at the moment), the depth is 8.5 m. but the bottom is soft mud. 
At HW it varies from 9.5 m. to 10 m. according to the stage of the tides. 
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Fresh water is available at a low rate alongside the pier. Chiwan Rag, 
working on Channel 16 and 84. Discharging at about 1,000 tons p¢ 
day with ship's gear and shore cranes. Only one crane is assembled g 
the moment. 3 cranes of 10 tons capacity will be available in the nez 
future, 1 crane of 40 tons is already working. 

Facilities to go to Hong Kong: (2 photographs must be available {y 
the Immigration Visa) Hong Kong dollars are accepted as curre 
U.S. dollars must be changed at the local Banks. Entering and leaving 
the port only during daylight hours. 2 low powered tugs assisting mooring 
and unmooring the ship. 


SHIPMASTER’S REPORT: April 1990. 

Port: Chiwan (Shekou). 

Position: Lat. 22° 28.5' N., Long. 113° 53’ E. 

Chart: BA Charts No. 342 and 343. 

Cargo: Vessel discharged a full cargo (18,000 tons) of rape seed oil, 
Documents: 

Last Port Clearance. 

3 copies Cargo Manifest. 

2 copies Crew Declaration (Chinese form). 

4 copies Health Form (Chinese form). 

6 copies Crew List. 

All Crew Discharge Books and Passports checked. 

Bonded Stores List (Ship's and Local Chinese form). 

About 10 personnel board with agent by tug about 20 minutes atte 

anchoring in position Lat. 22° 25.5’ N., Long 113° 52.8’ E. This position 
is just North of the boundary line between Hong Kong territory an 
Chinese territory in about 20 m. depth. 
Pilotage: As vessel has to transit Hong Kong waters, it is mandatory tp 
obtain a Hong Kong pilot for cargo ships over 10,000 g.r.t. and a 
tankers. Pilot arranged through liasing agents in Hong Kong who pas; 
all communications, etc., to the Chinese state agency “Penavico” pili 
boards at Green Island after passing East Lemma Channel. 

Vessel must make arrival report to ‘MARDEP Hong Kong’ (se 
A.L.R.S. Volume 6) for permission to enter Hong Kong waters, this is 
usually granted 12 hours before arrival in Hong Kong waters. 

Pilotage is via Mawan Channel, max. draft acceptable is 16.5 m, 
subject to tide, tide is not necessary for draft up to 9.0 m. and L.OA 
below 170 m. Pilot disembarks prior to entry into Chinese waters an 
thereafter Master must proceed to anchor, anchorage fairly congested 
this vessel was carrying full load of 18,000 tons of crude rape seed 0! 
at a draft of 8.5 m. maximum and used 7 shackles on the port ancho 
with Shekou approach buoy “A1” bearing 069° x 0.9 miles off, strong 
currents exist here but the holding ground is reasonably poss: 

VHF: Port maintains an excellent watch on Channel 16 and all telephone 
conversations with agent carried out on Channel 25. Vessels shouk 
listen for berthing orders on VHF between 0800 hrs. - 1730 hrs. loca 
time. 

Berthing: Vessel berthed port side alongside with 3 head/stern lines an 
2 springs forward and aft. 

Oil Tanker Discharge: Facility exists for discharge of 500 tonnes.p.h. te 
600 tonnes.p.h. and usually vessel can expect to complete cargo 0 
20,000 tons of vegetable oil within 40 hours. 

Vessel discharged through 2 x 10 in. hoses with a pressure limit d 
6 kg./sq.m. at the ship's rail. 

All liaison personnel are most co-operative but they are not very flue 
in English. 

Fresh Water: Available ex-jetty, but the meters are erratic. 

Custom Allowances: No restrictions. Bond is sealed. 

Time: GMT plus 8 hours in Summer (After April 16th). 

Shore Leave: No restriction on crew going ashore, passes (returnable 
are issued on arrival. Port is in an economic free zone and Hong Kong 
dollars are used freely ashore, as such no currency restrictions are 
force. Cash advance can be obtained. 

Stores: Bonded stores through the liasing agent in Hong Kong. 

Provisions and stores are available through ship chandler on cas’ 
payment basis, bonded beer is available. 

Departure: Departure Boarding Party boards one hour prior to departurt 
and checks deck, engine room and accommodation for stowaways art 
also re-checks all crew Discharge Books and Passports before givin) 
Sailing Clearance. After their departure no persons are permitted 
board, until pilot comes on board. 

Sailing: Departure was at night and vessel had to give Hong Kong pilot 
a minimum of 3 hours notice via telex as high hills obscure VH 
communication. Hong Kong Pilot met vessel on schedule at Urmsto 
Roads Pilot Station for outbound passage through Mawan Channel af 
Lemma Passage. 

Agent: China Ocean Shipping Agency, Shekou Branch. Cables 
Penavico Shekou. Telex: 420834 cosac cn. Tel: 695216. Fax: 69276 

Agency service was excellent and agent visits vessel every 6 hou 
for any liaison, provision arrangements. etc. 

Charterers had also appointed agent in Hong Kong to liaise, but ths 
was not really necessary. 


SHIPMASTER’S REPORT: December 1993. 

Entering: \t is necessary to pass through Hong Kong waters to reac’ 
Chiwan, and for this Hong Kong Agents are appointed to liaise with th 
Pilots and Chiwan Agents. All advertised messages for Hong Kong Pilo® 
are required, and a clearance will be issued by MARDEP before arnvé 
Navigation Restrictions: Vessels over 180 m. length are only permitie 
to pass through the Ma Wan Channel in daylight and stemming the tide 
and also require a tug standing-by off Laan Pai. 

Prior to arrival, the Hong Kong Agents will advise the arrival tim 
required at Green Island Pilot Station to comply with the passa 
requirements. 

Pilotage: Two Hong Kong Pilots board at Green Island to take the vess* 
through Hong Kong waters and leave at the pilot station in Urmsie 
Road. 


The Hong Kong Pilots will contact Chiwan Pilots or Penavico on VHF 
hannel 11, and advise the vessel's ETA at Chiwan Pilot Station. 
On this visit, the vessel went directly alongside after a short wait in 
roads, but it is reported that it is more likely that arriving vessels will 
anchor for clearance. ' aun 
Chiwan Pilots do not board before anchoring, so it is necessary to 
a suitable vacant spot. 
Departure: Chiwan Agents will liaise with Hong Kong Agents and Pilots 
to arrange the time of boarding for the Hong Kong Pilot. 
Chiwan Pilot will leave the vessel just after passing Buoy No. 1. 
VHF contact with Hong Kong Pilots is difficult until almost at the pilot 


iy 0 through Ma Wan Channel outward is again stemming the 
tide in daylight and a tug stands-by. 

VHF; Agent maintains continuous watch on Channel 11. 

Berthing: Two Pilots boarded in the roads from the tugs which are made 
fast on the bow and quarter with tugs lines before reaching the approach 
hannel. 

7 The Pilots used the tugs more than the engine and the vessel was 
pushed bodily alongside starboard side to on the Western end of the 
North side of the dock with a third tug pushing amidships. 

Leading Lights: See “Plan”. 

There are three leading lights, two as charted are the rear and middle 
and a front light situated on the Eastern side of a building by the dock 
side (See “Plan”). trae ; 

The three marks are not exactly in line, and an exact explanation of 
their use could not be obtained. However, a satisfactory approach was 
made by the Pilots, apparently using the front and rear for the outer 
approach and rear and middle after passing Buoy No. 1 (FI. G. 4 sec.). 

These leading marks and lights would be conspicuous at night if a 
floodlight tower had not been positioned close West of the leading line 
between the front and middle marks, and by day if the front and middle 
marks are not obscured by dockside cranes. 

There is an illuminated red cross on the hospital building, close East 
of the rear light. 

Buoys: Buoys have been positioned just inside the harbour entrance, 
one on each side of the channel, with appropriate green and red flashing 
lights (See “Plan”). 

Chimney: A conspicuous chimney is situated to the South and West of 
Xiaonan Shan, and in good visibility, is a good mark for the approach 
to the anchorage. 

There are red flashing lights on the chimney at night. 

Clearance: Clearance Inward and Outward on this visit was carried out 
alongside as the vessel berthed on arrival without anchoring, friendly 
and efficient with 6 officials attending. 

Shore passes are issued and have to be returned before departure. 
Bond stores were not sealed. 

Coffee, soft drinks and biscuits and a carton of cigarettes for each 
official are appreciated. 

No guards are posted on the vessel. Access to the dock area is 
through a gate manned by guards around the clock. 

Depth: A least depth of 4.0 m. under-keel at a draft of 9.75 m. was 
recorded at approximately low water in the harbour entrance. 

The vessel was advised the maximum draft for the port was 11.0 m. 

(brackish water). 
Density: Density was found to be 1022 on arrival and 1023 on departure. 
Berths: The Southern 100 m. of the West side of the harbour is used 
for small container vessels and is served by a container gantry crane. 
The remaining 200 m. of this side and the Western 400 m. of the 
Northern side are used for deep-sea vessels up to at least 40,000 d.w.t., 
and served by cranes for grab and hook discharge of bulk, steel and 
general cargoes. 

There are 2 permanent bagging plants for bulk cargoes, one on the 
West and one on the North side of the harbour, as well as a number of 
portable bagging plants. 

There were 4 cranes on the North side and 2 on the West side with 

a number of other cranes under construction. 
Cargo Working: Discharged 35,353 tonnes of bulk fertiliser using 4 shore 
cranes, discharging into one permanent and 3 portable bagging plants, 
: a irs rate of 114.4 tonnes/crane/hr., and gross rate of 87.7 tonnes/ 
rane/hr. 

Working hours are nominally 24 per day, but there is lost time for meal 
breaks and change of shift, also the period from 0400 hrs. to 0800 hrs. 
seems to be optional. 

The cargo was loaded at Norsk Hydro in Heroya and received by 
Norsk Hydro, who have a eae packing factory at Chiwan, the cargo 
going direct into Norsk Hydro bags for stockpiling in the dock area. 

| suspect that the discharge rate of 7,400 tonnes per day for this visit 
'§ unusually high, and that a more usual rate would be around 
6,000 tonnes per day for this cargo. 

The decks, hatch covers and dock side are kept continuously swept 
clean throughout discharge and the decks swept clear on completion. 
Fresh Water: Available from the quay at about U.S.$ 1.00 per tonne. A 
delivery rate of 14 tonnes per hour was noted on this visit. 

Fresh water can also be supplied at the anchorage, but this is reported 
D Very expensive. 

rovisions and Stores: Available at reasonable prices, although slightly 
more expensive than average for other ports. 

urrency: Most prices are quoted in U.S. dollars for services on board, 
and this is an acceptable currency in most shops with a negotiable 
enenge rate of around 8.5 Yuan to U.S.$ 1.00. 

Roce: Medical attention will be arranged by the Agents at Shekou. 

8patrition: Possible, provided sufficient notice is given. The Agent did 
‘ot say how much notice was required. 

velopments: The whole Chiwan/Shekou area is under development 
48 an industrial complex. 
at - noon, daily, blasting takes place in quarries on Chiwan Shan, which 
7 he present rate will soon disappear. A continuous stream of lorries 

ki transporting quarry stone towards Mawan Shangjiao, so the area 
will change rapidly. 


CHINA 


Ma Wan Channel: There is a bridge under construction over the channel. 
So far the suspension towers, reported to be 198 m. high, are almost 
completed in approximate positions Lat. 22° 21.5’ N., 
Long. 114° 04.6’ E. and Lat. 22° 21.2’ N., Long. 114° 03.8’ E. 

It was not known what the intended height of the span will be, but the 

Pilot was sure that someone would have calculated that it would be high 
enough for shipping to pass underneath. 
Agent: China Ocean Shipping Agency, Room 401, Chiwan Harbour 
Building, Shenzhen, China 518067. Tel: 6694340, 6694231. 
Fax: 6694231, 6692769. Telex: 420834 Cosas Cn, 420882 Cosas Cn. 
Cables: Penavico Sz. 


SHIPMASTER’S REPORT: March 1994. 

Lightering at Shekou Anchorage: Vessel had to discharge 
approximately 10,000 tonnes of gas oil into lightering vessels at Shekou 
anchorage. 

Ship’s max. arrival draft was 10.60 m. 

Shekou Lightering Anchorage is situated just across the border with 
Hong Kong. 

Shekou Anchorage is reached through Hong Kong waters. 

Ship had to anchor at South Lamma Anchorage (Hong Kong) and 
wait for suitable tide. 

When destination is China, one seems to anchor more than 2 miles 
from the Hong Kong coast. 

The governing point is passing Ma Wan Channel at daylight and 
reaching Shekou Anchorage near slack tide high water. 

After picking-up the anchor, ship proceeds through East Lamma 
Channel to Green Island Pilot Station for boarding of Hong Kong Pilot. 
Then under Hong Kong pilotage, ship proceeds through Ma Wan 
Channel to Tap Shek Kok Pilot Station (abreast of Tap Shek Kok). 

This Pilot Station is not seh cay drawn in B.A. Charts 343 and 1919, 
or in the Admiralty List of Radio Signals Vol. 6, Part 2, page 123. 

The reason is unknown to me, but after discussions with Hong Kong 
Pilot, | understand that this was a delicate matter. 

During passage at Ma Wan, an escorting tug is available and on stand- 
by. The purpose of the tug is to clear other traffic. In Ma Wan Channel, 
traffic is dense and current is strong. However, at full manoeuvring 
speed, this channel was passed without any difficulty. 

At Tap Shek Kok, Hong Kong Pilot leaves ship and Master has to 
proceed without Pilot to position 22° 23’ 12” N., 113° 53’ 42” E. The 
distance from Tap Shek Kok to this position is only a few miles. This 
position is called Shekou Pilot Station by the mainland Chinese. 
However, the Hong Kong Pilot did not recognise this Pilot Station. The 
position is notified by Shekou Agency (Penavico Shenzhen) by telex 
directly to ship. 

Looking at the British Admiralty Chart is confusing, as one may 
conclude, that it is still in Hong Kong waters. However, it must be in 
mainland China as the Pilot wanted to leave the ship before this position 
at any cost. 

So if you feel confused about pilot stations in this part of the Pearl 
River, just stick to the position given by Penavico and mentioned before 
as 22° 23’ 12” N., 113° 53’ 42” E. 

The only problem there is the dense traffic and current. 

It appeared we were somewhat too early. The current was still 
flooding, but not strong. So we had to turn the ship round and anchored 
as close as possible to the Shekou Pilot Station (22° 23’ 12”N., 
113° 53’ 42” E.). 

Be aware of the pipeline and 15.5 wreck in the vicinity. 

During passage to Shekou, | contacted the Master of a vessel who 
called at Shekou earlier. He gave me valuable information which | 
include in this report. 

Before | left Singapore, | was supplied with faxed pages regarding 
Shekou and also mentioning in this fax was a vessel at 14.3 m. draft. 

In this fax, the same position is mentioned as before (Shekou Pilot 
Station). However, the fact of mentioning this as lightering position is 
not correct. 

At Shekou Anchorage, ship has to wait for the Chinese Authorities 
who come onboard by means of a tug. They will come at their 
convenience and can take as long as 4-6 hours before they board. Their 
estimated arrival is announced by “Penavico” Agent on VHF 
Channel 11. Channel 11 is the working channel of “Penavico Shenzhen” 
and has to be monitored continuously. It is also the Tap Shek Kok Pilot 
Station calling channel. 

En route to Shekou from Green Island, communication with 
“Penavico” via Channel 11 is difficult and full of disruptions, probably 
due to the high hills, etc., obstructing the transmission signal. Once 
anchored at Shekou, transmission and reception works well. 

Do not forget to hoist the Chinese national flag and lower the Hong 
Kong flag. When departing from Shekou, the reverse has to be carried 
out. Also do not forget the “Q” flag when arriving at Shekou. 

The minimum of 12 hours notice to MARDEP also applies when en 
route from Shekou to outward as one has to cross Hong Kong waters. 

Agent who boarded spoke good English, but the officials did not speak 
any English. They are kind but strict. They did appreciate an officer 
meeting them at the accommodation ladder. Paperwork was simple. 
They do check the certificates thoroughly. They also checked Passports 
and Seaman's Books. Later on, Port Authorities came on board to check 
the Oil Record Books. 

A Loading Master stays on board for communication between ship 
and lightering vessels. He speaks good English. 

After ship had been cleared, unexpectedly a Pilot boarded ship to 
move ship further up-river. He had with him a photo-copy of a Chinese 
edited nautical chart of the region. His English was good. He pointed 
out to me that he would move the ship to Anchorage No. 3 or 4, very 
near the place called Chiwan. 

| informed him my draft of 10.6 m. and he said “no problem”. | asked 
him to show me his copy chart and saw the depth at the intended 
lightering anchorage was 11.4 m. So | made him aware of the very small 
margin left under the keel. Again he said “no problem”. So | told him 
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that | had no intention of proceeding up-river as there was not enough 
water. His answer “no problem”. 

So we went to an anchor place on Urmston Anchorage with 9.0 m. 
left under the keel. 

Pilot Book of this region clearly mentions the silting of the river near 
Chiwan and depths could be decreased by 2.0 m. 

On both occasions, we anchored with starboard anchor, 7 shackles 
in the water. At Urmston Anchorage, current runs at 4 knots. Good 
holding ground. 

More ships were anchored there, of which 2 were also tankers to be 
lightened. One tanker was about 100,000 d.w.t. 

Charterer's Agent in Hong Kong wiil notify ship regarding arrival time 
at Green Island Pilot Station for boarding Hong Kong Pilot when inward 
bound. They will also organise the Hong Kong Pilot when departing from 
Shekou, as from Tap Shek Kok Pilot Station outward. 

On departure from the lightering anchorage, a Chinese Pilot had 
boarded and a tug was pushing as the current was running strongly 
outward. Approximately 6 hours before departure, Authorities come on 
board and again check Passports and Seaman's Books. Normally they 
also carry out a search for stowaways, accompanied by ship's staff. 
However, on this occasion they did not, so we made our own stowaway 
search just before departure. 

Ma Wan has again to be passed during daylight and with suitable 
tide. Charterer's Agent will monitor this. Escorting tug also again on the 
spot. Ship had to proceed to South Lamma Anchorage and await 
berthing for Tsing Yi — Shell Terminal. 

Ship’s Operator will supply telex/fax numbers of “Penavico 
Shenzhen”. The telephone number of Penavico is 86-755-6691136. 
| called them on the telephone and was attended in good English. 
Charterer's Agent is very helpful if there are problems or questions. 

The lightering itself did not produce any specific problems. No 
lightering vessels bigger than 2,000 tonnes came alongside. However, 
the fendering is still poor. Only car tyres are used on the lightering vessel 
and the amount is minimal (depending on the vessel coming alongside). 
No damage was caused. 

For future trade to this port, | suggest vessel be supplied with some 
extra car tyres. 

Following deficiencies were observed on the lightering vessels: 

Coming alongside with tank lids open. 

No firehoses or firefighting equipment ready near manifold. 

The offside of the loading manifold not equipped with a blind flange, 
and only one valve separation on that side. 

The rubber discharge hose (6 in.) looked in order. 

We discharged with a back pressure of 5 bar. 

The turnaround was swift. 

Manoeuvring alongside very skilful. 

There is no swell at the anchorage, however when the Hong Kong to 
Canton ferry passes, there is swell and the lightering barges do move 
for a short time. 

Mooring ropes looked in order. 

We experienced a 4 knot current and a wind of Force 4 Northerly. 

The swinging of the ship takes a long time and is done slowly and 
smoothly. 


AUTHORITY: Chiwan Wharf Holdings Ltd., Chiwan Building, Port of 
Chiwan, Shenzhen, China 518068. Te/: 6694888. FAX: 6699429. 


DALIAN (Dairen): 38.55 N. 121.40 E. 


Also see “General” before first port. 
PILOTAGE: Available day and night. Pilot boards at Dalian Anchorage. 
ANCHORAGES: 

Quarantine Anchorage: 


(See Plan) 


Lat. 38° 57’ 00" N. Long. 121° 42’ 00" E. 
Lat. 38° 57’ 00" N. Long. 121° 46’ 00” E. 
Lat. 38° 56’ 18” N. Long. 121° 41’ 00” E. 
Lat. 38° 55’ 00” N. Long. 121° 46’ 00” E. 
Fumigation Anchorage: 
Lat. 38° 59’ 08" N. Long. 121° 45’ 00" E. 
Lat. 38° 59’ 08” N. Long. 121° 46’ 55" E. 
Lat. 38° 57’ 39” N. Long. 121° 45’ 00" E. 
Lat. 38° 57’ 39” N. Long. 121° 46’ 55" E. 
Tanker Anchorage: 
Lat. 38° 59’ 08” N. Long. 121° 42’ 30" E. 
Lat. 38° 57' 39” N. Long. 121° 42’ 30" E. 
Lat. 38° 57' 39" N. Long. 121° 45’ 00" E. 
Lat. 38° 59’ 08" N. Long. 121° 45’ 00” E. 
Hei Zui Anchorage: 
Lat. 38° 56’ 9.7" N. Long. 121° 37’ 38” E. 
Lat. 38° 56’ 4.8" N. Long. 121° 37’ 31” E. 
Lat. 38° 56’ 7.5" N. Long. 121° 37’ 38.2” E. 
Lat. 38° 56’ 12.2” N. Long. 121° 37’ 35” E. 
Dalian Xin Gang Inner Anchorage: 
Lat. 38° 58’ 36” N. Long. 121° 56’ 30” E. 
Lat. 38° 58’ 36” N. Long. 121° 57’ 30” E. 
Lat. 38° 57’ 30” N. Long. 121° 56’ 30” E. 
Lat. 38° 57’ 30” N. Long. 121° 57’ 30” E. 
Dalian Xin Gang Outer Anchorage: 
Lat. 38° 55’ 00” N. Long. 121° 59’ 00” E. 
Lat. 38° 56’ 48" N. Long. 121° 59’ 00” E. 
Lat. 38° 56’ 48” N. Long. 122° 02’ 00” E. 
Lat. 38° 55’ 00” N. Long. 122° 02’ 00" E. 


RESTRICTIONS: Vessels may enter and sail after sunset. 
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MAX. SIZE: Max. Draft: 


Type of Cargo Summer Winter 
(m.) (m.) 
General/Ore 10.05 10.66 
lron/Fertiliser 9.75 10.36 
Crude 14.93 (Not available) 
Others 8.83 9.44 


Max. d.w.t.: 80,000 d.w.t. or crude oil tankers 100,000 d.w.t. 

VHF: “Penavico” on Channels 13 and 25 throughout 24 hours. 
TUGS: 2x 428 h.p., 2x980 h.p., 4x 1,970 h.p., 1x2,000 h.p., 1x 2,400 hy 
and 63,200 h.p. 


BERTHING: 
No. of Max. Max. 
Area Berths LOA Draft Cargo 
(m.) (m.) 

Dong Bu 15 222 12.0 Grain. 

10.3 (Summer) jeenem and 
9.6 (Winter) Passenger. 

Xi Bu 15 220 12.0 Ore, maize, steel, 
general, containers 
cars, feed. 

Hei Zui 2buoys — 5.0 -7.0 General cargo. 

Zi Lightening 
Xiang Lu 8 180 9.0 General cargo, 
Jiao steel, timber, 
maize. 
Shi Er 6 180 9.0 Oil products 
Gou 
Gan Jing 2 260 15.0 Coal, petroleum, 
Zi coke, grain, feed. 
Xin Gang 2 260 15.0 Crude oil. 


CRANES: 15 ton cranes at Xi Bu and 5 ton — 10 ton cranes at Hei 2) 
Zi. Floating crane with 60 tons capacity available. 
MEDICAL: Hospital available. 
TANKERS: Area 1: For petroleum products with storage tanks ax 
railway connection. Total berth length 847 m. with average depth 10 m 
capable of accommodating 4 tankers of 10,000 d.w.t. each. Also? 
smaller berths for tankers of up to 3,000 d.w.t. This area is able to accep 
up to 10,000 tonnes of slops a day. 
Area 5: The Nianyuwan Crude Oil Terminal can accept tankers up t 
100,000 d.w.t. for loading and discharging. The export crude oil is ser 
by pipeline direct from the Dagqing oil field, at a rate of 70,000 bbis/y 
The main berth (205m.) has maximum depth 17.50 m., while tw 
secondary berths on the other side have depth of 14 m., suitable fo 
50,000 d.w.t. tankers. Onshore storage capacity is about 350,000 tonne: 
and maximum slop receiving capacity is about 20,000 tonnes per day 
Berths are equipped with fresh water supply, fire fighting equipment an 
be services. 
FRESH WATER: Available. 
FUEL: Available. 
AIRPORT: Dalian Airport, flights to Hong Kong and Japan. 
DEVELOPMENTS: Container Berth: Length 270 m. under construction 
2 x 30.5 ton Paceco portainers and 2 x 30.5 ton transtainers will te 
provided. 

Grain Terminal: To be built for vessels of 80,000 d.w.t. 2750 t.ph 
shiploaders to be installed. 


SHIPMASTER’S REPORT: March 1980. 
Berth: Oil Terminal No. 1 Berth (Lat. 38° 58’ 30” N., Long. 121° 54’ 10"E) 
Chart: B.A. 1798. 
Draft: Departure draft, 38 ft. 4 in., fore and aft. 
Approach: The approach to the Inspection/Pilot Boarding Anchorage § 
clear of obstructions but large concentrations of fishing vessels wet 
encountered off Shantung Promontory. 
Anchorage: S.E. of Hsien Chiao Light (Lat. 38°57’ 45” N., Long 
121° 59’ 05" E.) and bounded by Positions: 

Lat. 38° 55’ 42” N., Long. 121° 59’ 00" E. 

Lat. 38° 56’ 48” N., Long. 121° 59’ 00" E. 

Lat. 38° 56’ 48” N., Long. 122° 02’ 00" E. 

Lat. 38° 55’ 42” N., Long. 122° 02’ 00" E. 

Depth 15/18 fathoms. 

Entry Inspection: Carried out at the Anchorage, during daylight hour 
by 8 officials representing Customs, Immigration, Harbour Authority an 
Agency. The entry formalities were very easy and a Bonded Stores Ls 
was not required and the Bond was not sealed. The Immigration Office 
checked all passports but a Crew muster was not required. After pratiqu! 
has been granted and other entry formalities completed, 2 Immigrate’ 
Guards stay on board until the vessel berths, and during this time the 
make out Crew Shore passes from Passports. After berthing, the Agent! 
representative lives on board during the vessel's stay and is very obligi 
and helpful. 
Berth: A modern (1977) concrete dolphin structure with tower/eleval 
gangway and winches on all dolphins, 420 m. long, direction 149°/322 


No. 1 (outside) Max. size: 100,000 d.w.t. 
Depth: 17m. 
Max. draft: 15m. 
Max. length: 360 m. O.A. 
Loading arms: 4x12 in. Chicksa® 
Max. load rate: 10,000 t.p.h. 

No. 2 (inside) Max. size: 50,000 d.w.t. 
Depth: 14m. 
Max. draft 12 m. 
Max. length: 230 m 


Fresh water is available on the berths but bunkers are supplied 5 
bers from Dalian old port. 

The berths are connected to the shore by a cantilever brid 
approximately 0.5 miles long and vehicles are not permitted over he 
bridge. 

afar is a dirty ballast reception facility with a maximum rate © 
3,000 t.p.h. 


Berthing/Unberthing: Carried out at any time with 3 Pilots, 2 large and 
+ medium tug for berthing and 2 Pilots and 2 large tugs for unberthing. 
Berthing at No. 1 Berth is always port side to and is straightforward with 

enty of men for handling moorings. Starboard anchor is let go about 
100 ft. off the berth. Pilots advise there can be moderate swell with 

E. winds. 

Se departure the vessel is swung to starboard off the berth by 2 tugs 
and the Pilots disembark shortly after the swing is completed. The Red 
Flashing Buoy in Lat. 38° 58’ 20" N., Long. 121° 55’ 00" E. is left to port 
when berthing and to starboard on sailing. 
Communications: Agents: China Ocean Shipping Agency, Cable: 
Penavico, Dalian, require following message 7 days, or after sailing from 
previous port; name, call sign, nationality, ETA, draft fore and aft, cargo 

antity to be loaded, crew's nationality and number, departure port and 
destination after Dalian. 

72 hours: ETA, clean and dirty ballast to discharge, cash required. 
48, 24 and 8 hours: ETA. 

8/12 hours: ETA to Harbour Master Dalian. 

8/12 hours: ETA, crew health condition to Port Health Dalian. 

Dalian Port Radio can be contacted on VHF Channel 16 and will 
transfer call to Agents on Channel 9. 
Agent: China Ocean Shipping Agency, will provide cash advance but 
any unused currency must be returned to Agent before departure. 
Foreign currency can be exchanged ashore. Agents will provide mini- 
bus/taxis for crew travel to Dalian Town which is about one hour's drive. 
After completion of loading there is a delay of 3 to 5 hours before 
documents are brought on board for signature. cise st require all 
shore passes to be returned and Customs wish to sight Tonnage Dues 
Certificate provided on arrival. There is an armed guard stationed at the 
shore end of the gangway at all times, and he inspects shore passes 
and Passports when leaving and returning to the vessel. 
Cargo: Taching Crude Oil. A.P.I.: 32 — 33, Pour Point: 28°— 33°C, 
Sulphur: 0.1%, Load Temp: 40° — 45°C. 
Harbour Authority: As vessel's first call, authorities visited after arrival 
alongside and checked and inspected all safety and fire-fighting 
equipment, and required details of engine room pige and sewage 
disposal whilst in port. Also checked Oil Record Book. They were a little 
concerned at direct mooring with wires and would perhaps be better to 
have rope pendants on mooring wires. Normal tanker port restrictions 
apply regarding pollution avoidance from oil, garbage and sewage, also 
no fishing is allowed either at anchorage or alongside. When alongside 
shore labour empty garbage receptacles once per day. 
Chandler: Dalian Ocean Supply Corporation have a comprehensive 
range of catering supplies, and limited deck and engine stores. From 
the price list obtained the range and price of provisions was extremely 
competitive. As no stores were purchased quality cannot be commented 
upon although the Catering Officer did visit the store in Dalian and 
reported that most of the articles listed in their brochure seemed to be 
available and of reasonable quality. Our call being in Winter season, 
fresh vegetables, fruits, salads, etc., were in short supply. 

Chandlers Cable Address: Supco, Dalian. Telephone 26820. 


SHIPMASTER’S REPORT: September, 1980. 
This is a brief report on port information obtained when vessel (42,764 
g.r.t. 75,877 d.w.t.) called at Dalian in September, 1980 for loading 
Daqing Crude Oil. 
Oil Terminal: Position Lat. 38° 59' N., Long. 121° 54’ E. 
Restrictions: Entering formalities, so-called “General Examination” 
made, as a general rule, during day time only by the Port Officials of 
Quarantine, Immigration, Customs and Harbour Superintendency 
Administration. 
Berthing and sailing operations take place 24 hours a day with the 
earton that the vessel does not berth on Berth No. 2 during night 
me. 
Documents: 

To be submitted to the Port Officials: 


(a) Crew Lists (Chinese Form) 6 copies 
* Japanese crew members are required to fill in 
their names and address in Chinese characters 
(b) Report of entry for foreign-going ship (Chinese 
Form) 2 copies 
(c) Maritime Declaration of Health 1 copy 
(d) Import Manifest (Free Form) 1 copy 
(e) List of specified articles, foreign currencies, gold, 
silver belonging to ship and/or member of crew 
(Chinese Form) 1 copy 
* Specified articles means watches, cameras, 
recorders and transistor radioes, etc. 
Vaccination List (Free Form) 1 copy 
(9) Application for discharge of dirty ballast water to 
shore facility (Chinese Form) 1 copy 
(h) Application for discharge of segregated ballast 
,water into sea (Free Form) 1 copy 


Stores List is not required 
Chinese Forms are obtainable by the Agent 
To be shown to the Port Officials: 
(a) Ship's Register 
(b) Last Port Clearance 
(c) Derat Certificate 
(d) Load Line Certificate 
(8) Safety Equipment Certificate 
(f) Safety Construction Certificate 
(9) Safety Radiotelegraphy Certificate 
(h) Oil Record Book 
(\) Certificate of Financial Security in respect of Civil 
. Liability for Oil Pollution Damage 
p ) Discharge Books, Passports and Yellow Cards 
benage: Compulsory for berthing and unberthing at the oil jetty.Pilot 
ards about 5 miles E.S.E. of the jetty. 
No pilot boat, tug used. 


CHINA 


Anchorage: Quarantine Anchorage surrounded by the following four 
points is established: 

(a) Lat. 38° 56’ 48” N., Long. 121° 59’ 00” E. 

(b) Lat. 38° 56’ 48” N., Long. 122° 02’ 00” E. 

(c) Lat. 38° 55’ 42” N., Long. 122° 02’ 00” E. 

(d) Lat. 38° 55’ 42” N., Long. 121° 59’ 00” E. 

Nature of bottom is mud, depth of water 27 m. to 35 m. 

Berths: There are 2 tanker berths on the oil jetty with a length of about 
400 m. and depth of 17 m. at Berth No. 1, 14 m. at Berth No. 2. 
Max. Size: 
Berth No. 1: 100,000 d.w.t., LOA approx. 260 m., max. draft 15 m. 
Berth No. 2: 50,000 d.w.t., LOA about 230 m., max. draft 12 m. 

Berth No. 1 is located on the offshore side of the jetty and Berth No. 2 
on the inshore side. 

Vessels generally berth portside alongside. 

Health: Radio Pratique is not available. The Master has to show the 
yellow cards together with a vaccination list and submit a Declaration 
of Health. 

Radio: The Master or owner of a vessel, shall 7 days prior to vessel's 
arrival, submit the required forms to the Harbour Superintendency 
Administration through the Agent (Penavico, Dalian) for completion of 
entry formalities. They require: 

(a) Vessel’s name 

(b) Nationality 

(c) ETA 

(d) Arrival draft 

(e) Quantity of cargo to be loaded at Dalian 

(f) Nationality and the number of the ship's personnel 

(g) Last port 

(h) Destination 

The Master has also to radio to the Agent her ETA and arrival draft, 
24 hours in advance of her arrival, through Dalian Radio, who is to advise 
the Harbour Superintendency Administration. 

Furthermore, the Master is also required to advise her Agent 2 or 3 
days prior to her arrival, of the quantities of the segregated water ballast 
and other water ballast retained on board at the time of arrival. 

VHF: Dalian VHF station keeps a 24 hour listening watch on Channel 
16 and is available to communicate with Agent (Penavico). 
Tugs: Available. Normally 3 tugs join the vessel for berthing and 2 for 
unberthing. 
Fresh Water: Available either from the shore or barge. 
Fuel: Fuel oil and marine diesel oil are both available from barge. 
Ballast: No ballast water is allowed to be discharged into the sea, except 
te ape ballast water. 

hore reception facilities with a capacity of 30,000 tons can receive 
3,000 tons of oily ballast water per hour at a cost of 0.8 Yuan per ton. 

According to the Regulations, the Authorities will allow discharge of 
ballast water into the sea subject to the oil content of the ballast water 
being less than 10 p.p.m. However, as a matter of fact, any ballast water 
loaded in cargo tanks is not allowed to be discharged into sea for the 
reason that the Master cannot give them any evidence of the oil content 
of the ballast water. 

Therefore, there is no necessity for cleaning cargo tanks for ballasting 
purpose. 

Customs Allowances: Ship's bonded stores are not sealed. No limitation 
to cigarettes or wine/spirit for use on board. 
Identification Cards: Shore leave is granted from sunrise to midnight. 

Shore passes are issued by the Immigration Officer. 

Crew members going ashore must carry the shore passes together 
with their Passports or Discharge Books. 

There is a seamen's club with a Chinese restaurant and some 
souvenir shops. Bus service is also available between the terminal and 
the seamen's club. 

Cargo: The crude oil shipped at this terminal is the Daqing Crude. The 
properties of Daqing Crude which the vessel loaded in September 1980 
at this terminal were as follows: 


(a) API 32.84 
(b) Temperature of cargo loaded 41.0°C. (106.0°F) 
(c) Pour point 24.0° — 25.0°C (77.0°F) 
Cargo heating may be required. 
Loading: 
Berth Size of arm flange | Number of arm 
No. 1 12 in. 5 


No. 2 12 in. 3 
Max. loading rate is reported to be about 7,000 t.p.h. using 3 arms. 
Notice of Readiness will be accepted at the time of completion of the 
general examination. 
Agent: China Ocean Shipping Agency, Dalian Branch (Penavico Dalian). 
heiress Available at a low price. Ship chandler will be arranged by 
the Agent. 


SHIPMASTER’S REPORT: April, 1984. 

| made a port call at Dalian in April 1984 and found after anchoring 
without Pilot that | had made a wrong passage in the channel, switching 
off radar, etc. in accordance with previous regulations. 

There is now no restrictions or prohibitions on using navigational aids 
in the harbour. 

When entering the Inner Harbour Anchorage without Pilot it is 
important for the Master, on the first visit, to know that there is a Traffic 
Separation Scheme and it is sometimes congested with vessels. 


SHIPMASTER’S REPORT: October, 1984. 

Master received following telex from Dalian Agent: 

“When entering Dalian Harbour you must pass through Dasanshan 
Channel and navigate within Right Traffic Lane of Traffic Separation 
Scheme. 

Separation Zone, 0.3 nautical miles wide, is centred upon following 
geographical positions: 

Lat. 38° 51’ 00” N., Long. 121° 46’ 12” E. 
Lat. 38° 54’ 24” N., Long. 121° 46’ 12” E. 
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Separation Lane is connecting following: 

Lat. 38° 55’ 00” N., Long. 121° 46’ 12” E. 

Lat. 38° 57’ 00” N., Long. 121° 46’ 12” E. 
and turn into Ganjingzi Channel at Light Buoy H2 (Lat. 38° 57’ 21” N., 
Long. 121° 46’ 12” E.) then enter into Quarantine Anchorage: 

Lat. 38° 59’ 08” N., Long. 121° 42’ 30” E., 

Lat. 38° 57’ 39” N., Long. 121° 42’ 30” E., 

Lat. 38° 57’ 39” N., Long. 121° 45’ 00" E., 

Lat. 38° 59’ 08” N., Long. 121° 45’ 00” E. 
The East Boundary Line between the Separation Lane and the Inshore 
Traffic Zone is: 

Lat. 38° 51’ 00” N., Long. 121° 48’ 30” E., 

Lat. 38° 54’ 24” N., Long. 121° 48’ 00" E.” 


SHIPMASTER’S REPORT: December 1986. 
Documents: Only 1 copy of each document required except for Crew 
List (6 required). Refused to accept ‘Marine Declaration of Health’ as it 
was in English only. All documents had to be in Chinese/English — all 
available from Agent as well as ‘application’ forms (de-ballast, postage, 
etc.). Main papers were Customs Declaration (including Foreign 
Currency List) Vaccination List, and ‘normal’ ship’s papers. (Register, 
Derat, etc.). 
Officials: Boarded by ‘Joint Inspection Team’, which consists of 8 people 
(Immigration, Customs, Port Authority and Agent). 

Bond sealed by Customs and unsealed prior to sailing, when the ‘Joint 
Inspection Team’ clears the vessel for sailing. 
Anchorage: Instructed by Agent to anchor in ‘Tanker Quarantine 
Anchorage’ (North of fairway). No problems encountered in entering, 
buoys in position, but lights rather weak. 

No. 1 General Cargo Anchorage very crowded with small vessels. 

Unable to contact Port Radio (VHF) on entering and had to wait until 
following morning. 

All vessels are visited at anchor; possibly in order of arrival. 
Radio Station: Receives and transmits as per ALRS; but not very good 
at answering on H/F. Once within M/F range. Radio Officer reported the 
station as reasonable. 
Berth: Vessel berthed starboard side to Pier No. 1, which has a 
maximum draft of 9.5m. Pier No. 2, to the East, is believed to be 
restricted to 8.7 m. 
Cargo: 18,000 tonnes of gas oil. Pumping rate: 750 t.p.h. — 800 t.p.h. 
Shore Leave: No apparent restrictions, except that all crew have to be 
back onboard by midnight. Shore pass and Passport/CDC Book to be 
carried when going ashore. 

Local Seaman's Club and Friendship Store wili change any foreign 
currency. 

Taxis to and from club or store apparently paid for by them; from 
elsewhere taxis appeared to be a little expensive. 


SHIPMASTER’S REPORT: January 1987. 

Vessel: 105,000 d.w.tonnes with segregated ballast tanks. 

Berth: No. 1 Berth. 

Max. Draft Allowed: 15.0 m. 

Loading: The shore loading rate was given as 2,000 tonnes p.h./boom. 
This was an optimistic estimate as we received at a maximum rate of 
5,200 tonnes p.h. with 4x12 in. booms connected. This decreased to 
about 4,000 tonnes p.h. when a vessel was loading at Berth No. 2. 
Ballast: During entry formalities, the Harbour Master checked the Oil 
Record Book and the Deck Log Book to confirm where the ballast was 
shipped. Any ballast taken in Singapore or the Malacca area is 
considered ‘infected’ and must be discharged ashore. 

Mooring Wires: Vessel is fitted with mooring wires and this caused a 
delay when sailing as there were not enough personnel to heave in 
sufficient slack to let go. 

Shore Leave: A minibus is available to take personnel ashore to the 
International Seaman's Club and times are organised to suit ship's staff. 
For 8 round trips during the vessel's stay the charge was approximately 
£7 and the journey takes about 10 minutes. Local cash is available but 
almost any currency can be used at the Seaman’s Club, where there is 
a bar/restaurant, shop and facilities for International telephone calls 
(£2.00 per minute to the U.K.) 

Documents: Discharge Books only were checked by Immigration 
Officials on arrival, no passports or vaccination cards were required. 


SHIPMASTER’S REPORT: September 1991. 

Dalian is a very busy port, and is congested most of the time. 
Navigation: Reference: B.A. Chart No. 3694 — Dalian Wan Approaches. 

Traffic separation zones are marked on the chart and vessels are 
required to keep within the zones. Numerous fishing boats will be 
encountered in the separation zones. 

North of Quarantine Anchorage No. 2 and the tanker anchorage, is 
used for seaweed cultivation, and many nets and stakes extend to the 
Northern areas of the above anchorages. Vessels should navigate with 
extreme caution in these areas. It is advisable to use Anchorage No. 1 
when not congested. 

When port is congested the Agent advises vessel to anchor in the 
outer anchorage. 

Vessel should advise Port Control on VHF Channel 6 when entering 
Dasanshan Shuido (Entrance to the Bay — See B.A. Chart No. 3694). 

Penavico (Agent) working channel is VHF Channel 25. Vessel should 
inform Penavico time of anchoring and position from Hungbai Zui 
Lighthouse, bunkers remaining and water onboard, and arrival draft. 
Pilotage: Pilots board vessel at the quarantine anchorage. 

Pilots will call vessel on VHF Channel 16, working channel is 
Channel 12. 

Berthing prospects advised by Penavico on VHF Channel 25 at 
1100 hrs. everyday. They also advise approximate time of berthing. 
Pilots will call VHF Channel 16 to advise boarding time. 

Dalian Main Port: Port consists of 30 main berths. See “Plan” for berth 
lengths and depths. Depths shown are minimum depth. 
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Xiang Lu Jiao Area: This area has been in operation for at least 5 year, 
but the B.A. Charts have not been updated. 

The main channel depth is 8.6 m., and this connects “Ganji 
Fairway”. Both channels are marked by buoys, but buoys are shift 
frequently and may be out of position during winter months. 

Berths No.1 and 2 — Used mainly for timber exports. 

Berths No.3 and 4 — General, soya bean, maize, steel, pig iro 
etc. 

Berths No.5 and 6 — Containers, fitted with 2 gantry cranes. 

Berths No.7 and 8 — General. 

Our vessel berthed at Xiang Lu Jiao No. 3 for loading soya beans; 
bags, and when loaded upto 7.0 m. draft we shifted to Berth No. 75 
complete loading. 

Due to the depth at the berth, the vessel had to be berthed with th: 
stern overhanging, and with Northerly winds vessel was exposed to th 
weather. 

Upon sailing at high tide, vessel had to be towed stern first toward 
Berth No. 6 for turning, due to insufficient depth near Berth No. 7. 

Berths in the Xiang Lu Jiao area are not recommended for vessek 

over 150 m. in length. 
Fresh Water: Due to uncertain berthing conditions, and due to the por 
being congested, it is advisable to arrive with maximum fresh wate 
onboard. If water is required at anchorage, at least 4 days notice shou 
be ave to the Agent. The barge will not leave the harbour during stron 
winds. 

Fresh water at Xiang Lu Jiao is supplied by barge from the main por 


SHIPMASTER’S REPORT: April 1992. 
eld Vessel (50,000 d.w.t.) called at Dalian for loading unleade 
logas. 

Vessel used two berths during stay in Dalian 

1st Berth: Ganjingzi Oil Berth No. 11. Hoses: 18 in. Loading rate 
700 cu.m./hr. 

2nd Berth: Dalian Oil Berth No. 3. Hoses: 2x6 in. Loading rate 
800 cu.m./hr. 

Berthing/Unberthing: 2 Pilots and 2 tugs. 

Shifting: Shifting from one berth to another not allowed during night time 
due to vessel partly loaded. Shifting from berth to anchorage allowe 
throughout 24 hours. 

Entry Inspection: Carried out at anchorage during daylight hours, by 
“Joint Inspection Team” of 8 officials representing Customs 
Immigration, Harbour Authorities and Quarantine Doctor. 

Customs: Sealed the Bonded Stores. 

Immigration: Checked all passports and issued shore passes. 
Quarantine: Doctor issued Free Pratique. 

After the Joint Inspection Team had left, Agent came on board. Prig 
to departure, the same Team came on board. 

Harbour Authorities issued Port Clearance. 

Quarantine Doctor issued Quarantine Certificate for departure of ship 

As vessel's next port was Ningbo, all Customs documents hande 
over to Master in a sealed envelope for Customs at Ningbo. 

Shore passes also valid for Ningbo. 

Tonnage Dues Certificate: 30 days was minimum length of issue. 
Communications: Agents: China Ocean Shipping Agency, Dalian 
Cables: Penavico Dalian. Telex: 86161 Cosad CN. 

Agent required following information prior to arrival: 

(a) Vessel’s name. 

(b) Nationality. 

(c) ETA. 

(d) Arrival draft. 

(e) Quantity of cargo to be loaded at Dalian. 
(f) Nationality and number of crew. 

(g) Last port. 

(h) Destination. 

All spe sent to Agent via Satcom. 

Agent tried to send messages to ship via Satcom, but did not succeed 
3 all messages from Agent received by cable through Dalian Radio 
XSZ. 

Following cable received from Agent before arrival: 

Quote 

Please advise the following by return cable or telex: 

1. Last port of call. 

. Sailing draft from Dalian. 

. Quantity deballast ashore, if ballast contains dangerous chemicals 

it is not acceptable. 

. Has vessel segregated ballast tanks, if not, please advise quanti) 

and distribution of clean ballast which is to be pumped into the seé 

Name of last cargo. 

. Water/bunkers must be supplied before berthing. Please advis 

quantities, if required. 

. If blank Bill of Lading forms available on board. 

. Any transit IMO cargo on board, if any, please advise name and IMC 
class. 

9. Amount of cash advance required. 

Penavico Tlx 86161 cosad cn. 

Unquote 

VHF: Penavico listens on Channel 25 throughout 24 hours. 

Every day at 1100 hrs. (local time), a berthing schedule is broadcast® 

on Channel 25 by Penavico. 

Documents: 

On arrival: 

copies Crew List (IMO Form accepted). 

copies Crew Effects Declaration (IMO Form accepted). 
copies Currency List (Free form). 

copies Gold and Silver List (Free form). 

copy Vaccination List (Free form). 

copies Ports of Call List (Free form). 

copy Maritime Declaration of Health (Chinese form). 
copies Report of Entry for foreign-going ships (Chinese form). 
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1 Application for discharge of segregated ballast water into sea (Free 


rm). 
{ ry tokided Stores List (IMO form accepted). 
6 copies Ship's Particulars (Free form). 
On departure: ; . 

4 copies Crew List (only if crew changes). y ‘ 

1 copy Maritime Declaration of Health for departure of ship (Chinese 
a oe Report of Clearance (Chinese form). 

1 copy Report on the Chinese Currency (Chinese form). 

All Chinese forms supplied by Agent, and are easy to fill in. 

On arrival, ship's certificates were shown to port officials together with 
Oil Record Books. ‘ ' 

Shore Leave: Shore passes required together with passports. 

Shore leave allowed from sunrise to midnight. One guard stationed 
at ship's gangway throughout 24 hours, and he inspected shore passes 
and passports when leaving and returning to vessel. 

From Ganjingzi Oil Berth No.11, a minibus to Seamen's Club/town 
arranged via Loading Master. Transportation time is 40 minutes each 
way. Minibus to be paid for by crew members (approx. U.S.$15.00 each 


ay). 
de Ship was delayed several hours due to no Cargo Surveyor being 
available. 


AUTHORITY: Port of Dalian Authority, 1 Gangwan Street, Zhongshan 
District, Dalian, China. Tel: 237873, 222824. Telex: 86246 DHAB CN. 
Contact: Shen Chun, Deputy Director. 


AGENT: See “Shanghai”. 


DANDONG: 39.38 N. 124.09 E. (See Plan) 


LOCATION: Langtou Port District: 40° 07’ N., 124° 24’ E. 

Dandong Port District: 39° 38' N., 124° 09' E. 

PILOTAGE: Pilotage is compulsory and is undertaken day and night. 
Pilot boards vessel at the mouth of River Anchorage in Lang Tou Port 
District, and at Quarantine Anchorage in Dadong Port District. 
ANCHORAGES: 


Name Location Depth Size of Use of 
Vessel Anchorage 
(m.) (d.w.t.) 
River 39°41'N. 8.0-10.0 over 10,000 Shelter 
Anchorage 124° 08'E. 
Langtou 40°12'N. 4.9- &.9 under 1,000 Shelter 
124° 21'E. 
Donggang 39° 47'N. &.0-13.0 over 10,000 Lightering 
124° 09’ E. 
Quarantine 39° 47'N. 8.9- 9.1 over 10,000 Quarantine 
124° 07’ E. 
Dandong 38°41'N. 9.0-10.0 over 10,000 Quarantine 
Port 124° 09' E. 


RESTRICTIONS: Vessels may enter port after dark, but may not sail. 
Draft Limitation in the Channel: 

Langtou Port District: 6.93 m. 

Dadong Port District: 8.00 m. 
Tidal Range: 

Langtou Port District: Maximum 6.93 m., minimum 2.23 m. 

Dadong Port District: Maximum 6.93 m., minimum 1.56 m. 
VHF: Radio Station ‘XSB 93’ maintains a 24 hour service. Calling on 
Channel 16 and working on Channel 11. 
TUGS: 1400 h.p., 1x600 h.p. and 1900 h.p. 


BERTHING: 
Name of No. of 
District Berth Length Depth Use 
(m.) (m.) 

Old Berth ~ 68 om General Cargo 
Langtou No. 1 126 8.2 General, 

No. 2 126 8.2 Grain, 

No. 3 126 8.2 Ore, Oil 
Dandong No. 1 190 10.0 General 

and Coal 


FRESH WATER: Available. 
FUEL: Available. 
REPAIRS: Facilities available for carrying out repairs. 


FANGCHENG: 21.31 N. 108.20 E. (See Plan) 


a ILOTAGE: Compulsory. Pilotage is undertaken day and night, subject 
0 tidal variation. The pilot boards from a tug which flashes its lights 

when approaching the vessel. The boarding place is 1 mile South of the 
Uarantine Light Buoy. 

HORAGE: Quarantine Anchorage: A Quarantine Anchorage has 

T established in position Lat. 21° 27’ 56” N., Long. 108° 21’ 13” E. 

oe peep a accept vessels up to 25,000 d.w.t. Nature of bottom 

sand. 

RESTRICTIONS: There is a depth of 5.8 m. on the bar. The channel 
0 & minimum width of 100 m. and is dredged to a minimum depth of 
‘Ym. The channel is 7.5 miles long and is marked by light buoys and 
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leading light beacons. The width of the turning basin off the berths is 
1,200 ft. 
Vessels may enter and sail after sunset. 
MAX. SIZE: Maximum draft 9.5 m. 
VHF: Port Radio Station on Channel 16 throughout 24 hours. 
TUGS: 1 x 2,600 h.p., 1 x 1,200 h.p. and 2 x 600 h.p. 
BERTHING: 


Berth Length Depth Cargo Handled 
(m.) (m.) 

No. 1 180 9.0 General Cargo 

No. 2 180 9.0 General Cargo 

No. 3 180 9.6 Heavy Cargo 

No. 4 180 9.6 Grain 

No. 5 180 9.6 Chemicals, Fertiliser 

No. 6 210 die Ore 

No. 7 210 Tila Coal 

No. 8 220 11.4 Grain, Special Loads 

CRANES: 

Berth No. 1:3 x 10 tons Berth No. 5: 1 x 16 ton. 
2:3 x 10 tons. 6: 2 x 10 tons. 
3: 2 x 10 tons. 7: 1 X 16 tons. 
4: 2 x 10 tons. 8: 2 x 16 tons. 


FRESH WATER: Available, contact China Marine Bunker Supply Co. 
FUEL: Available, contact China Marine Bunker Supply Co. 
REPAIRS: No facilities. 
GARBAGE DISPOSAL: There is a company who can assist with 
garbage service to vessels in harbour. They have drums, skips and 
boats, and men to remove garbage on board every morning. Ring 
822546 or 822071 (Ext. 2411, 2419) for service. 
WASTE OIL DISPOSAL: Collection service, shore tanks, barges and 
tanker trucks available. Ring telephone numbers above for service. 
There are also some berths for waste oil disposal. 
SEAMAN'‘S CLUBS: Fangcheng International Seamen's Club, Xinggan 
Street, Fangcheng Port, Guangxi, China. Tel: 822388. Facilities 
available: Guest rooms in different classes, restaurant serving both 
Chinese and Western food, shops, ballroom, reading room, theatres, 
recreation rooms and telecommunication service. Seamen's Club often 
organises recreational, sports and sightseeing tours for seamen from 
different countries. 
CURRENCY: Chinese Yuan. 
GENERAL: Floating Cranes: None available. 
Provisions: Available. Contact China Shipping Supply Corporation. 
Cargoes Handled: Sugar, coal, grain, fertiliser, cement, ore, timber, steel 
and general cargo. 
Storage: 

Warehouse: 4,500 sq.m. 

Open storage space: 200,000 sq.m. 
DEVELOPMENTS: Upon completion of the port modernisation program, 
54 berths will be available for handling of vessels up to 50,000 d.w.t. 


SHIPMASTER’S REPORT: March 1989. 

Location: The port is located in position Lat. 21° 37’ N., Long. 108° 20’ E. 
It is a small port at the end of a dredged channel which is 7 miles long 
and 80 m. wide. 

Formalities: Customs, Immigration and Health Officials board on arrival, 
together with the Agent. We prepared ships papers in advance of arrival 
and all were accepted, except for the Crew List which has to be made 
out on Chinese forms. The Agent will deliver Chinese clearance forms 
and assist with completing them. 

Shore passes are issued for each crew member and are collected 
prior to departure. The port rules are also handed over to the Master 
and these again are collected prior to departure. 

The bonded store was sealed by Customs but the beer store is left 
unsealed. 

Pilotage: The Pilot boards the vessel from a tug, one mile South of the 
pilot buoy. There are 4 pilots available at the port. 

On arrival the vessel should call Fangcheng Radio on VHF Channel 
16, who will connect the vessel with the pilot office, after which the vessel 
may communicate with the pilot station on VHF Channel 16. The 
language of communication is English and no difficulties were 
encountered. 

Pilot Ladder: No special requirements. 
Approaches: The charts used on our visit were B.A. Chart No. 3990 
and Chinese Chart Nos. 16791 and 16792. 

No difficulties were encountered on our approach, Cape Pak Loung 
is a good radar target and the yellow pilot buoy is visible at 5 miles on 
the radar. 

Channel: The Channel is marked by light buoys and leading lights and 
has a width of 80 m. Vessels with a draft of 7.0 m. may use the Channel 
at any time day or night. 

Anchorage: Quarantine Anchorage: A Quarantine Anchorage has been 
established between parallels of 21° 21.5’ N. and 21° 28’ N., and the 
meridians of 108° 20’ E. and 108° 26’ E. This anchorage is not marked 
on B.A. Chart No. 3990. 

We anchored on the Northern border of this anchorage, which was 
2 miles to the South of the pilot buoy. The depth of water is approximately 
16.0 m. and nature of the bottom is mud and sand. 

Tide: Most arriving vessels have to anchor, due to the tidal situation. 
The tidal range is about 4.0 m. 
Max. Size: The port can accommodate vessels up to LOA 185 m. 

Vessels up to LOA 210m. may be accepted if the Agent seeks 
Harbour Master's approval. 

The maximum permissible draft on the highest tide is 11.0 m. If a 
vessel has a draft greater than 11.0 m. it may be lightened in the outer 
roads if advanced notice is given to the Agent. 

Tugs: There are 4 tugs available, of which 2 are powerful tugs of 
international standard. When berthing alongside the tugs use their own 
lines and make fast fore and aft. 
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Berthing: The port of Fangcheng has 7 berths. Berths No. 1 and 2 have 
a depth of 8.0 m. and Berths No. 3 — 7 have a depth of 9.0 m. — 10.0 m. 
at lowest low water. 

All berths are fitted with rubber spring fenders and at high water they 
are below the water surface. 
Stevedores: Work is carried out throughout 24 hours in 3 shifts 
(0800 hrs. — 1600 hrs., 1600 hrs — 2400 hrs. and 2400 hrs. — 0800 hrs.). 
Meal hours are 0400 hrs. — O500hrs., 1130 hrs. — 1300 hrs. and 
1930 hrs. — 2100 hrs. The gangs consist mainly of labourers from farms 
and mines. 
Cranes: There are 10 cranes of 10 tons capacity which are available at 
all berths. 
Medical: Medical facilities and doctors available locally. 
Fresh Water: Fresh water is available. As the water is not frequently 
used by vessels, the first water in the line is very rusty and may take 
as long as one hour before clear water is running. Fresh water is also 
available by barge at the outer roads on request. 
Fuel: Fuel is available by barge from other ports in an emergency but 
it is very expensive. 
Watchmen: There are 2 watchmen (Immigration Officers) on board day 
and night. 
Surveyors: No surveyors available locally. If required Lloyd's and ABS 
can provide surveyors from Hong Kong. 

Local surveyors for bunkers or off-hire surveys can be ordered from 
nearby Chinese ports. 
Repatriation: Possible. Information should be provided to the Agent 
when the vessel is alongside. 
Airport: Nanning Airport is approximately 180 km. from the port by bus. 
Time: GMT plus 8 hours. In Summertime from April 21st to September 
22nd, clocks are advanced one hour. 
Shore Leave: Possible. Shore passes and passports must be carried 
when going ashore. 
General: 
Seaman's Club: There is a Seaman's Club locally from which overseas 
telephone calls may be made. 
Telephone/Telex: Available in the Agent's office. Connections to foreign 
countries are made through the operator, waiting time of 30 minutes or 
more can be expected. Within the next year or so a direct dialling system 
will be established. 
Garbage: Form for garbage removal is signed by the Master on arrival. 
Garbage will be removed daily by the collector and should be in plastic 
bags. 
Ship Chandler: The ship chandler boards on request with a price list 
and speaks good English. 
Laundry: Laundry service is available and is handled by the ship 
chandler. 
Currency: The currency is the Yuan. The official rate of exchange in 
March 1989 was 3.62 Yuan to U.S. $1.00. 
Imports: Grain, fertiliser and raw sugar. 
Exports: Manganese ore, coal, bauxite, cement and refined sugar. 
Agent: PENAVICO (China Ocean Shipping Agency). The Agent speaks 
good English and was very helpful in every respect. 


AUTHORITY: Fangcheng Harbour Superintendency Administration, 
Fangcheng Port Area, Guangxi, People’s Republic of China. 
Contact: Mr. Chen, Harbour Master. 


FUZHOU (Foochow): 26.03 N. 119.18 E. 
(See Plan) 


PILOTAGE: Compulsory. Pilot available between 0400hrs. and 

2000 hrs. Pilot boards vessel in the anchorage (position: Lat. 

26° 07’ 44” N., Long. 119° 38’ 44” E.). 

ANCHORAGE: Tingjing Guantou Anchorage has a depth of 6.0 m. — 

12.0 m. and accepts vessels up to 20,000 d.w.t. 

MAX. SIZE: Max. draft in channel is 8.0 m. at LW and 8.5 m. at HW. 
Tidal range: 6.0 m. maximum and 3.5 m. minimum. 

VHF: Port radio on Channel 16 throughout 24 hours. 

TUGS: 1 x 600h.p., 1 x 900 h.p., 1 x 1,600 h.p., 1 x 2,300 h.p. and 


1 x 3,200 h.p. 
BERTHING: 
District Berth Length Depth Use 
No. (m.) (m.) 
Ma Wei 1 9.0 General Cargo 
2 592 9.0 General Cargo 
3 7.0 Passenger 
4 7.0 Container 
Tai a _ 80 + 30 4.0 General Cargo 
CRANES: 1 floating crane of 35 tons capacity. 
Ma Wei: Berth No. 1 4 x 10 tons 
2 6 x 16 tons 
3 10 x 8 tons 
4 8 x 8 tons 
Tai Jiang 1 x 4.5 tons 
3 x 3.8 tons 


FRESH WATER: Contact Xia Mean Hua Hang Co. 

FUEL: Contact Xia Mean Hua Hang Co. 

REPAIRS: Facilities available. 

GENERAL: 

Provisions: Contact China Ocean Shipping Supply Co. 

Storage: Warehouse: 5,500 sq.m. Open storage: 5,700 sq.m. Container 
storage: 4,000 sq.m. — 30,000 sq.m. 

Imports: Cement, fertiliser, rice, coal and general cargo. 

Exports: General cargo and stone. 
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SHIPMASTER’S REPORT: July 1985 (Updated 1990). 

Documents: Documents required are same as for other Chinese Por 
7 copies of Notice of Readiness must be provided. Inspection 
boards with Agents and all formalities are carried out pro 
Formalities include Port Health Inspection (granting of Quarantine) ay 
Immigration and Customs clearance. 2 Police Officials remain on boar 
throughout until vessel's departure. 

Pilotage: At Quarantine Anchorage 2 Pilots board, and the vessel ; 
taken 5 miles up river to either Guantou Anchorage or a few miles furthe 
up river to Minan Anchorage. 

Approach: From 5 miles S.W. of Baiquan Liedo pass around its S$.y 
side and approach position Lat. 26° 06.22’ N., Long. 119° 52’ E. The 
turn West to cross bar at HW (daytime only). Set course 265.5°T againg 
Baiyun Shan leading lights. (These are visible clearly as white concrey 
structures on hills in daytime at least 15 miles off). On reaching 
Lat. 26° 05’ 37” N., Long. 119° 41’ 40” E. and 0.21 miles Southward ¢ 
Buoy No. 3 in position Lat. 26° 05’ 49” N., Long. 119° 41' 42” E. alte 
course to 308°T against Culudao leading lights. These leading lights ar 
not marked on BA. Chart 2400. The forward light (white concret 
structure) is on Xifengshi Point in approximate position Lat. 28° 08.2’) 
Long. 119° 38.3’ E. Thence approach Quarantine Anchorage centred o 
Lat. 26° 07' 42” N., Long. 119° 38’ 44” E. Whilst awaiting daylight H\\ 
vessel can anchor in position Lat. 26° 06’ 30” N., Long. 119° 50’ 00°€ 
There is no restriction on use of Radar or echo sounder. 

General: Vessel must cross bars and arrive at Quarantine Anchorag: 
marked on BA. Chart 2400. Time of arriving at Quarantine Anchorag 
is time of Arrival at the Port. Pilots usually do not reply when called o 
VHF, however, Fuzhou Radio can be called on Channel 16 at any tim 
and asked to convey Alar to Pilots. Fuzhou Radio will also mak: 
VHF contact with Penavico. Thus for any assistance Fuzhou Radio » 
VHF Channel 16 can be contacted at any time. 

Authorities do not board at this anchorage, since it is far from Ma We. 
Agents main Office is situated in Fuzhou City but their full Operations 
Department is stationed in Ma Wei within the dock area. Frop 
Quarantine Anchorage vessel is Piloted to either Guantou or Minar 
waiting anchorage, about 12 miles and 6 miles respectively from M 
Wei. The Arrival formalities are carried out at these anchorages. 
Restrictions: Navigation and all movements during daylight HW only 
Max. draft 8.0 m. for going to Ma Wei. No navigation is possible beyon 
Ma Wei. If vessel is drawing more than 8.5 m. she can be lightened 2 
anchorage, but this will be difficult and cause delays due to shortage 
barges, etc. In any case maximum draft permissible is 8.5 m. Howeve 
it is advisable not to load to more than 8.0 m. if complications are to be 
avoided. Vessels of more than 180 m. length may find difficulties @ 
anchorages. Ideally vessels of 10,000 tons gross are suitable. 

Note: If drawing more than 8.0 m., vessel should contact “Penavic 
Fuzhou” before arrival. 

There are 2 spring tides each month. A draft of less than 9.0 m. car 
be handled at spring tides. 

Prohibited area for Navigation is bounded by Beipiao Peninsule 
Lat. 26°21'N., Long. 119°55'E.; Mazuleidao Lat. 26°09'N 
Long. 119° 55’ E.; Baiquan Liedo Lat. 25° 57’ N., Long. 119° 58’ E. an 
Tongyindao Lat. 26° 22’ N., Long. 120° 30’ E. 

Radio: 48 hours and 24 hours Notices of Arrival must be sent via Fuzhou 
Radio. Call sign “XSL”. Frequencies: MF-430 kHz all day, and HF-434) 
kHz (1800 hrs. — 0600 hrs. local time) or 8598 kHz (0600 hrs. — 1800 hrs 
local time) to “PENAVICO Fuzhou”. All foreign vessels are handled bj 
Penavico. They will reply with radio message giving tide times and arrive 
instructions which are similar to those found in BA. Pilot. 

Berthing: Four ships can be berthed at Ma Wei. Berth No. 1 is suitabe 
for ships drawing 7.5m., other berths can accommodate vesses 
drawing 7.00 m. About 5 to 6 vessels can work at anchorages off Mé 
Wei. Genet rate about 1,000 tons per day (Bags/about 4 gangs). 
Cargo Gear: There are 4 cranes of about 5 tons capacity, one for eat 
berth. Cargo work is mostly carried out with ship's derricks. There aft 
several new mobile cranes, and new fork lifts capable of handling 2 
ton containers. Cargo is discharged on to trailers and taken to storag: 
sites or directly to railway wagons. 

Stevedores: State controlled. Work is continuous in three shifts daily 
Medical: Hospitals situated very close to dock area with full facilities 
inoculations can be carried out. k 
Fresh Water: Laid on at wharf. Rate 50 t.p.h. Due to waiting pend 
vessels must arrive with tanks full, and water must be rationed dunn 
waiting period. With difficulty water is supplied at anchorages by barg 
(capacity 60 tons.) 

Fuel: All grades available. 

Density: 1000 at LW. 1015 at HW. 

Time: GMT plus 8 hours. 

Delays: Vessels may have to wait for berths for long periods. Sometime 
30 to 40 days. 

Developments: Large areas are being reclaimed and long term plat 
exist to increase berthing facilities. Extensive dredging is also ° 
progress. 

General: Provisions: Reasonable amounts of fresh provisions 4 
available at very good prices. However dairy products like butter a 
frozen provisions not available. Vegetables in limited variety. Free 
meat, poultry and fish are plentiful. 

Laundry: Local Seamen's Club handles laundry. Delivery after abo’ 
10 days. Service is unreliable. 

Agents: China Ocean Shipping Agency, 20 Wuyi Road (South), Fuzhoe 
Cable Address: Penavico Fuzhou. Tel: (0591) 569572. Telex: 9213 
FAHN CN. Fax: (0591) 568150. 


AUTHORITY: Fuzhou Port Authority, Mawe, Fuzhou. Tel: (059! 
582132. 


ANGZHOJ, including Huangpu (Whampoa): 
e085 N. 113.25 E. (See Plan) 


also see “General” before first port. 

LOCATION: Guangzhou: Lat. 23° 06’ 05" N., Long. 113° 14’ 05" E. 
Huangpu: Lat. 23° 05’ 49” N., Long. 113° 26’ 16” E. 

pLOTAGE: Guangzhou: Compulsory. Pilotage is undertaken day and 
a boards vessel at La Sa Wei Anchorage (22°07' 20”N. — 
22° 08' 30" N. and 113° 45’ 47” E. — 113° 47’ 54” E.). : 

Huangpu: Compulsory. Pilotage is undertaken day and night. : 

Pilot boards vessel at La Sa Wei Anchorage. However, pilotage is not 
undertaken between 1800 hrs. and 0600 hrs. to the Oil Wharf, Voyage 
Repairs Station Wharf, Nan Hai Shipyard and Petroleum Wharf. 
ANCHORAGES: Guangzhou: 


horage First Bar Dian Cao Zhou Xin Zao Nan He Dao 
nen 7.5 9.0 7.0 6.0 
Holding good good good good 
‘ound 
Grovor ~—=C« Quarantine 10,000 5,000 5,000 
Mooring 
Vessels 
dw.t 
(een 23° 04'08"N. 23° 24' 40.2" N. 23° 03' 23.8"N. 20° 25’ 08" N. 
113° 28’ 43"E. 113°27'49"E. 113°02'53"E. 113°14' 46"E. 
23° 03’ 05" N. 22°05’ 13" N. 
113° 24' 48"E. 113° 14' 44"E. 
23°04'17"N. 23°04'51"N.  23°02'05"N. 22°05’ 32.5" N. 
113° 28' 34" E. 113°26'59"E. 113° 24' 41.5" E. 113° 14’ 37.8" E. 
23° 23' 37"N. 22° 05' 37.5" N. 


112° 34’ 32.5" E. 113° 14’ 36.5" E. 
Huangpu: For vessels up to 10,000 d.w.t. 


Anchorage Ground Nature of Location 
Anchorage 
La Sa Wei Mud Pilot and 22° 07' 20” - 22° 08' 30” N. 
Quarantine 113° 45' 48” - 113° 47’ 54” E. 
Shan Ban Sand and 1. Waiting 22° 47' 21” - 22° 42' 42” N. 
Zhou Mud for Berth 113° 37’ 29” - 113° 41’ 00" E. 
2. Shelter 
Er Hu Sand and re 22° 50’ 36” - 22° 51' 48” N. 
Mud 113° 34’ 24” - 113° 33’ 34” E. 
Ni Zhou Tou Sand and £ 22° 54' 09" - 22° 56’ 06" N. 
Mud 113° 33’ 45” - 113° 32’ 55” E. 
Lian Hua Sand and 23° 00’ 14” - 23° 03' 02” N. 
Shan Mud 113° 23’ 03” - 113° 31’ 12” E. 
DaHao Zhou Sandand_- Shelter from 23°02’ 01” - 23° 03' 32" N. 
Mud Typhoon 113° 30’ 45” - 113° 29’ 55” E. 


RESTRICTIONS: Guangzhou: Vessels may enter and sail after sunset. 
Draft Limitation in the Channel: 
Dian Cao Zhou: 9.0 m. 
Inner port: 6.0 m. 
Tidal Range: 
Maximum 2.0 m. 
Minimum 0.9 m. 
Huangpu: Vessels may enter and sail after sunset. 
Draft Limitation in the Channel: 
Bulk grain vessel: 9.14 m. 
General cargo vessel: 8.84 m. 
Tidal Range: 
Maximum 2.4 m. 
Minimum 2.0 m. 
VHF: Guangzhou Harbour Master on Channel 8 throughout 24 hours. 
TUGS: Guangzhou: 20 tugs with maximum 900 h.p. 
Huangpu: 32 tugs with maximum 3,200 h.p. 
BERTHING: Guangzhou: 
art 


Working Wh Length Depth Permissible Berth Use/ 
District DraftiLOA Shore Cranes 
(m.) _ (m.) (m.) 

He Nan Inner No. 1 219 5.0-5.4 5.8/114 General Cargo 
113-5 tons, 
8x16 tons. 

Ha Xin Sha 500 4.0-8.0 5.8/114 Bulk Cargo 
: 65-10 tons 

Fang Zai_— Inner No. 3 208 5.8 5.8/105 General Cargo 
6x3 tons, 
4x16 tons 

Inner No. 4 285 6.0 5.8/114 General Cargo 
1x30 tons 
Container 
, 4x16 tons 
Xin Feng Xin Feng 785 3.5 3.5/80 General Cargo 
123-5 tons, 
4x16 tons 
Huang Sha 356 5.4 5.5/102 General Cargo 

1x16 tons 
Zhou Tou Zui 420 4.2 5.0/100 Passenger 
Passenger 


CRANES: Guangzhou: 1x30 ton floating crane. 
Huangpu: 3 floating cranes with capacity up to 250 tons. 
FRESH WATER: Available. 
FUEL: Available. 

EPAIRS: Possible. 


SHIPMASTER’S REPORT: July 1981 and October 1984. 
tem Nos. 6 — 9 amended by report received in October 1984. 
uthern Approaches to Huangpu: 
was Vessels approaching from the South, bound for Canton and 
5 hampoa should steer a course of 005°, so as to arrive approximately 
miles West of Wen-Wei Chou (Gap Rock). An occasional light is 
Rnibited from Gap Rock Lighthouse, but more often this light does not 
Nction and therefore should not be relied upon. 


CHINA 


2. On approaching Gap Rock the first land mark that appeared on 
the horizon was the group of Great Ladrone Islands at a distance of 
approximately 20 miles on a clear afternoon. On closing Great Ladrone 
to a distance of about 10 miles, the group of islets to the East of Gap 
Rock were seen. Closing further to a range of 8 miles only, the Gap 
Rock was seen and identified. 

3. The Gap Rock Islet is rugged in appearance and devoid of any 
vegetation. The lighthouse is located at the centre of the islet and differs 
slightly from the illustration in the Pilot, in that the dome-like structure 
is non-existent. The structure is slightly inclined and looks neglected. 

4. The light on the Chuk Wan Shan Island is prominent and was 
visible at a distance of approximately 15 miles and is located at the 
summit. It is whitish and dome-like in appearance. 

5. On identifying Gap Rock, vessel should proceed on the 
recommended course of 013°, keeping clear of the wreck marked 3 
miles (approximately) West of Gap Rock and follow the recommended 
track so as to arrive at the Quarantine Anchorage demarcated West of 
La Sa Wei Island. It was observed that most ships prefer to anchor 
closer to the Ma Wan Light due to deeper waters. The anchorage off 
La Sa Wei affords good holding ground and shelter from all types of 
weather. 

6. Vessels remain at this Quarantine Anchorage for a considerable 
length of time and all ships requirements, Pilot, berthing instructions, 
movements, etc., will have to be sought from the Agents “Penavico” 
through Guangzhou Radio on 8490 MHz. 

7. Loaded vessels may have to anchor at the Bar before entering the 
Chuen Pi Channel at Lat. 22° 45’ N., Long. 113° 39’ E. (B.A. 1741) to 
await the next tide. Once ready for heaving anchor and swinging the 
vessel's bow into port direction, Pilots ask for the lights “Red” over 
“White” to be switched on for turning and to switch them off again after 
completing the turning manoeuvre. 

Pilots listen on VHF Channels 9 and 16 and vessels can try to contact 
them once approaching La-Sa-Wei Quarantine Anchorage but vessels 
have to be patient as not many of shore personnel appear to understand 
English and they will not reply unless there is a Pilot standing by to 
attend. 

8. The usual muster of crew is not carried out. However, a very 
thorough inspection is carried out by Immigration at Pratt Point, about 
3.5 miles downstream (B.A. 1742). At that position the vessel drops 
anchor and awaits Immigration, who once on board order all the crew 
into one messroom, leaving wardrobes, lockers and cabin doors open. 
Then 4 men of the crew will be chosen, 1 to go with 1 soldier through 
the accommodation, 1 to go with another through the engine room and 
2 others to accompany 2 other soldiers through the cargo holds. This 
procedure takes about 1 hour. Only after this inspection does Master 
obtain his clearance and is able to sail. 

9. Huangpu Port (Whampoa) has been extended enormously. There 
are pier facilities for at least 6 medium size general rae ships and at 
appprox. position Lat. 23° 03.25’ N., Long. 113° 28.5’ E. near Shuang 
Kang (B.A. 1742) there exists a new container and Ro/Ro pier for 
3 ships. 

The cargo of my vessel (ST 14 of 11,363 tonnes) of bagged urea was 
pre in 62 hours after working with up to 9 gangs (5 hatches) day 
and night. 

10. The Seaman's Club Representatives board the vessel soon after 
arrival and will arrange any sight seeing tours at nominal cost. Seaman's 
Club provides good meals and club facilities. Seaman's Store and the 
Friendship Stores afford good shopping at reduced prices. Ship 
provisions and fresh vegetables are available in abundance. 

11. Vessels leaving Whampoa, Northbound will have to follow the 
same route unless prior approval is sought from the Agents to go through 
the Lema Channel. 


AGENT: Jardine Shipping Agencies, Guangzhou Representative Office, 
Room 802, China Hotel Office Building, Liu Hua Lu, Guangzhou, 
People’s Republic of China. Tel: 86-20-6674064. FAX: 86-20-6692796. 
Telex: 22207 JMCGZ CN. 

(Initial correspondence to be made through Jardine Shipping 
Agencies, Hong Kong). 


HAIKOU (including Macun): 20.01 N. 110.16 E. 
(See Plan) 


PILOTAGE: Compulsory. Pilotage is undertaken day and night. 
Pilot boards vessel at quarantine anchorage. 

Also see “Anchorage”. 
ANCHORAGE: Depth 4.0m. — 18.0m. Can accommodate vessels 
20,000 d.w.t. — 25,000 d.w.t. 
Pilotage Anchorage: Between Lat. 20° 05’ 14” N. and Lat. 20° 05’ 36” N. 
and Long. 110° 16’ 08" E. and Long. 110° 16’ 51” E. 

Depth 15 m. — 18 m. Bottom: Mud and sand. 
RESTRICTIONS: Entry and sailing after sunset is possible. 
MAX. SIZE: Max. draft in channel 6.0 m. 

Tidal range: 0.5 m. — 2.4 m. at Spring tides. 1.1 m. — 2.0 m. at Neap 
tides. 

Also see “Berthing”. 
VHF: Haikou Radio on Channel 16 (24 hours). Penavico on Channel 9 
(24 hours). 
TUGS: 11,440 h.p., 11,320 h.p., 1x900 h.p. and 1600 h.p. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englang 


BERTHING: For ocean-going vessels. 


District Berth Length Max. LOA Max. Draft Remarks 
No. (m.) (m.) (m.) 
2nd District 9-11 340 120 6.0 General 
cargo 
14-18 440 150 8.0 Bulk 
15-16 230 50 4.0 General 


Vessels arriving with a draft of over 6.2 m. are normally required to 
lighter at anchorage or await a suitable tide. 
Warehouse and Open Store Space: 
Warehouse 29,000 sq.m. 
Open store space 86,000 sq.m. 
Main Import and Export Cargoes: 
Ore, local products and general cargo. 
STEVEDORES: Work throughout 24 hours, 7 days a week. 
TANKERS: See “Shipmaster's Report”. 
FRESH WATER: Supplied by Haikou branch of China Marine Bunker 
Supply eomneeny 
FUEL: Supplied by Haikou branch of China Marine Bunker Supply 


peat 

GENERAL: Stores: Supplied by Haikou Ocean Shipping Supply 
Company. 

Floating Cranes: Not available. 


SHIPMASTER’S REPORT: June 1993. 

Vessel (LOA 170m.) discharged fuel oil/gas oil at Macun Coal 

Terminal. Depth alongside 10.2 m. 

1. Passing through Hainan Straits from the East can be performed 
normally. Master should be aware that Fairway is only 1 mile wide 
(see B.A.Chart No. 3892). However, route is well buoyed and agrees 
with Chart/(GPS. Racon on lightvessel (Buoy No. 1) inoperative. 
Tidal streams are strong and variable. See Admiralty Tide Tables 
and sailing directions covering area. 

2. Route that leads to Haikou is a controlled area, and permission 
must be obtained from Hainan Straits Authorities. See “Guide to 
Tanker Ports” and China Sailing Directions — NP 30. Protecting 
agent in Hong Kong is able to arrange this permission. 

3. in genera communication by telex with “Penavico Haikou” is 

ifficult. 

4. Vessel proceeds to Haikou Anchorage, where authorities embark. 
Agent also boards vessel, and he informs Master when pilot will 
arrive. 

5. Route from Haikou to Macun is under pilotage and is covered by 
numerous fishing nets which are stretched between Yokohama 
Fender Style Buoys. 

Moving West from Haikou Anchorage, towards Macun, cannot be 
recommended during the hours of darkness or times of restricted 
visibility. 

Distance from Haikou to Macun is approximately 25 miles. 

6. In spite of several attempts, no chart of Macun Port could be 
obtained. According to Agent, a chart of Macun does not exist. 

7. Last part of route: Distance is approximately 5 miles and is buoyed. 
Water depth is 20 m. — 30 m., be aware of fishing nets. Course to 
be steered to Buoy No. 4 is 180° (approx.). 

8. Harbour Pilot embarks at Buoy No. 4. Pilot is experienced, but 
English is poor. 

9. No berth movements take place during hours of darkness. 

10. At Macun, ship/shore communications only possible with “Penavico 
Haikou” by VHF. 

Note: Limit of VHF range. 

11. On departure, Harbour Pilot disembarks at Buoy No. 4, and vessel 
proceeds to Haikou Anchorage without pilot, and awaits port 
clearance. Route not to be recommended during hours of darkness 
and at times of restricted visibility. 

12. Please see plans and drawings for additional remarks. 


HAIMEN: 28.42 N. 121.26 E. 


PILOTAGE: Pilotage is undertaken day and night. Pilots board vessel 
at Pilot and Quarantine Anchorage. 


ANCHORAGES: 
Pilot and Quarantine Barge Anchorage 
Anchorage 
Depth: 9.0 m. 9.0 m. 
Ground: mud mud 
Holding: good holding capacity good holding capacity 
Size for 
Mooring 
Vessels: 10,000 d.w.t. 10,000 d.w.t. 
Location: 28° 45' 12” N. 28° 41’ 06" N. 
121° 45’ 18” E. 121° 44’ 30” E. 
28° 39’ 12” N. 28° 40’ 18” N. 
121° 47’ 18" E. 121° 44’ 30” E. 
28° 39’ 12” N. 28° 40’ 18" N. 
121° 45’ 18” E. 121° 45' 42” E. 
28° 40’ 12” N. 28° 41’ 06" N. 
121° 47’ 18" E. 121° 45’ 42” E. 


RESTRICTIONS: Vessels may enter and sail after sunset. 
Draft Limitation in the Channel: Maximum draft 6.80 m. 
Tidal Range: Maximum 6.30 m., minimum 0.81 m. 
VHF: Harbour Master — Channel 14. Harbour Bureau — Channel 9. 
Shore Radio Station — Channel 16. 
TUGS: 2x60 h.p. 
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BERTHING: 
Cargo 
Whart Length Depth Permissible handled Shore Cranes 
(m.) (m. d.w.t. 
No. 1 105 5.0 3,000 Coal 3x5 tons 
No. 3 165 48 1,000 General 1X16 tons, 
3,000 cargo 3x 5 tons 
No. 7 36x3 4.0 500 Passengers 1X1 ton 
1,000 
Taizhou goods 71 5.8 3,000 Cargo 1x5 tons 
and material owner 
whart owned 
Taizhou 93 7.0 3,000 Tanker 
Petroleum 
Company 
Taizhou Power 215 6.0 3,000 Coal Bridge Crane 
Plant Wharf 5,000 4x15 tons 


FRESH WATER: Available. 

STEVEDORES: Working Hours: 0730 hrs. — 1130 hrs., 1430 hrs, - 
1800 hrs., 1900 hrs. — 2100 hrs., 2100 hrs. — 0300 hrs., 0300 hrs. - 
0700 hrs. 

REPAIRS: Possible. 


HANGZHOU: 30.43 N. 121.20 E. 


Fo pa The pilot boards in position Lat. 30° 38’N., Long 
12:1°°20.3".E. 

BERTHING: Jinshan Tanker Terminal: The recently completed tanke 
terminal has 2 berths where vessels with draft 6.5 m. can berth. 
FRESH WATER: Not available. 

FUEL: Not available. 

GENERAL: Officials travel from Shanghai which is 100 Km. from the 
port. 


HUANGSHI: 30.13 N. 115.08 E. (See Plan) 


PILOTAGE: Undertaken from sunrise to sunset (0500 hrs. — 2100 hrs) 
ANCHORAGE: Huang Shi Gang Anchorage and Dao Shi Fi 
Anchorage, depth 5.0 m. — 6.0 m. 

RESTRICTIONS: Draft limitation in channel is 4.5 m. 

VHF: Port on Channel 23 throughout 24 hours. 

TUGS: hg up to 2,930 h.p. available. 

BERTHING: 


Working Permissible Cargo 
District Berth Length Depth Draft handled 
No. m (m.) (m.) 
1st 1 3.5 3.0 Bulk 
2 106 3.5 3.0 Cement 
3 55 3.5 3.0 Coal 
16 245 5.0 4.0 Bulk 
2nd 9 90 4.5 4.0 Passengers 
10 90 4.5 4.0 Passengers, 
General 
11 40 4.0 3.5 Ore 
13 40 3.0 2.5 Limestone 
14 40 3.0 2.5 Coal 
15 61 3.5 3.0 Steel 
CRANES: 1x25 tons, 1x15 tons, 2x10 tons, 4x5 tons, 5x3 tons. 


FRESH WATER: Available. 
FUEL: Available. 
REPAIRS: No facilities. 


HUIZHOU TERMINAL: 21.22 N. 115.25. (See Plat) 


LOCATION: The Terminal is located in the South China Se 
approximately 79 miles S.E. of Waglan Island Lighthouse, in tt 
People’s Republic of China continental waters. 
Its geographical coordinates as follows: 
Latitude: 21° 21’ 39.3" N. 
Longitude: 115° 24’ 38.4” E. 
Publications: Nautical references can be found in the follow’ 
publications: 
British Admiralty Sailing Direction No. 30 — South China Sea. 
United States Hydrographic Office Sailing Direction No. 93 — Weste* 
Shores of South China Sea. 
British Admiralty Charts No. 2161B and 1968. 
Chinese Nautical Charts and Sailing Directions relating to the areé 


DOCUMENTS: The following are to be prepared by an export tanker 
arrival: 

6 copies Crew List. 

6 copies Passenger List (if any). 

Valid Passports or Seaman's Books for all crew members. 

+ copy Maritime Declaration of Health (Chinese form). 

1 copy Clearance from last port. 

4 copies Vaccination List. 

2 copies Ship's Stores List. 

2 copies Crew's Declaration of Personal Effects. 

2 copies Arms and Ammunition Declaration. 

1 copy Cargo Manifest for transit cargo with a summary (ballast and/ 
or cargo already on board). : ; ; 

2 copies Report of Entry for Foreign Ships (Chinese forms). 
PILOTAGE: See “Berthing” — “Mooring”. 

Vessels must comply with Regulation 17, Chapter V, of Solas 74/83 
Convention (Pilot Boarding Facilities). 

APPROACHES: Navigation Aids/Obstructions and Dangers: 

The FPSO is equipped with the following navigation aids: 

Racon System: Responds one dash and one dot (morse code letter 
“N"), range about 20 miles. Services “X" band and “S” band 
radars. 

Nautophone: Emitting in fog 2 short and 1 long blast (morse code 
letter “U"). Range about 2 miles. There are 2 fog signals, one on 
the bow and one on the poop, synchronized. 

Position lights: One on the bow and one on the poop, synchronized. 
Emitting white light morse code letter “U”, range 5 miles. 

The Buoyant Turret Mooring (BTM) system extends for a distance of 
1,200 m. all around the FPSO bow. The system consists of 8 anchors 
laid down on the sea bottom holding 8 mooring chains. The chain ends 
are connected to a floating buoy secured to the FPSO bow bottom by 


clamps. 

The FPSO has a 16 in. loading hose string, approximately 273 m. in 
length, floating on the stern, port side. It consists of 23 hose lengths. 

It is emphasised that great care must be taken while in areas around 
the pipelines between the “HZ 21 — 1” and “HZ 26 — 1” platforms and 
FPSO, and telecommunications cables in the area. These areas have 
to be avoided. 

An area within 2 miles from the platforms and FPSO is a prohibited 
area. Masters are warned that it is strictly forbidden to enter this 
area. Furthermore Masters are warned to keep a good lookout due to 
the numerous fishing vessels in the area. 

ANCHORAGES: 
Waiting Area: A waiting area is located 2.65 miles N.W. of the FPSO 
(bearing 135° to the FPSO) having the following coordinates: 

Latitude: 21° 23’ 20" N. _ Longitude: 115° 22’ 50” E. 

If the export tanker Master prefers to anchor, the anchorage area is 
aone mile radius from the position located by the following coordinates: 

Latitude: 21° 23' 00" N. _ Longitude: 115° 21’ 30” E. 

Sea bottom is silty sand, having good holding power for anchors. 
Water depth is about 120 m. 

Before anchoring, the export tanker Master has to inform the Terminal 
about his intention. He has to keep in mind good seamanship when 
deciding to anchor due to the depth of water. 

The export tanker can anchor only in the anchoring area. Dropping 
anchor outside the assigned area is strictly forbidden because of the 
risk of damaging pipelines or fouling the anchors with the FPSO mooring 
lines sitting on the bottom. 

RESTRICTIONS/MAX. SIZE: 

Terminal Requirements and Limitations: 

Tanker Size: The minimum tanker size acceptable at the Terminal is 
40,000 tonnes S.D.W.T. 

The ship has to maintain a safe freeboard during her stay. 

The maximum size tanker acceptable at the Terminal is 160,000 
tonnes S.D.W.T. — Tandem mooring only. 

The S.D.W.T. is the maximum scantling S.D.W.T., i.e. the D.W.T. 
referred to the physical size of the vessel at the maximum design draft, 
not to any lower remeasured tonnage occasionally used by shipowners. 

No exception to these requirements shall be allowed. Vessels unable 
to comply will be rejected. 

Environmental Limitations: 

(a) For an export tanker mooring: 

Tandem Mooring System: 

Significant wave height 
Safe mean period 
Wind speed (10.0 m. 1 minute average) 
Current speed at surface 

(b) For an export tanker while loading: 

Tandem mooring system for tankers up to 140,000 S.D.W.T.: 
Significant wave height 4.0 m. (head on) 
Wave mean period 6.5 seconds 
Wind speed (10.0 m. 1 minute average) 35 knots (head on) 
Current speed at surface 1 knot (head on) 
(The tension on the hawser should never exceed 200 tons) 

Tandem mooring system for tankers above 140,000 S.D.W.T. to 
160,000 S.D.W.T.: 

Significant wave height 


3.0 m. (head on) 
6.5 seconds 

25 knots (head on) 
1 knot (head on) 


3.5 m. (head on) 


Wave mean period 6.5 seconds 
Wind speed (10.0 m. 1 minute average) 25 knots 
Current speed at surface 1 knot 


(The hawser tension has to be carefully monitored as sea states 
exceed 3.0 m. The tension should never exceed 200 tonnes) 
RADIO/VHF: 
‘ A Messages: The export tanker’s Master shall provide ETA ee. 
© the Terminal 96 hours before the anticipated time of arrival. The ETA 
Message shall be repeated 72 hours, 48 hours and 24 hours before 
arrival. If the transit time from the last port is less than 96 hours, the 
aster shall send the first ETA message on departure from such port. 
After the 24 hour ETA message has been sent, the Master shall send 


psig ETA messages to the Terminal if the ETA changes 3 hours 


CHINA 


Information Required by the Terminal: The following information shall 
be included in the first ETA message sent by the Master: 

Name of vessel. 

Nationality. 

Owner. 

Port of Registry. 

Call sign. 

Master's Name. 

Last port of call. 

Next port of call. 

Last two cargoes. 

Quantity of cargo required. 

If ballast clean or SBT. 

Deballasting time. 

Additional information may be required by the Terminal at a later time. 


Message Routing: Messages from the export tanker can be transmitted 


to: 

FPSO “Nanhai Faxian”. 

Call sign ‘ELJB 4’. 

Marine identification No. 000-4835-036. 
or 

ACT (Operators Group of Huizhou Terminal). 

Telex 44242 ACT CN or 44254 ACT CN. 

The FPSO can be contacted on telephone via Inmarsat through 
No. 00872/00873 - 1241575. 
paren can be telexed via Inmarsat through No. 00582/00583 - 

The FPSO transmits and receives on 4434.9 kHz during daytime hours 
and on 2502.5 kHz during night hours. 
Use of VHF: When the vessel is within VHF range, the Master of the 
export tanker shall contact the FPSO by VHF Channels 16 or 13. The 
FPSO keeps 24 hours VHF watch on Channel 13. The call sign is 
“Nanhai Faxian”. 


TUGS: 16,000 b.h.p. fire fighting tug and 18,000 b.h.p. tug/supply 
vessel. 


BERTHING: 
Terminal Description: Huizhou Terminal consists of: 
Production platform (PP) named “HZ 21 — 1” located in the following 


position: 
Latitude: 21° 20’ 57.4” N. 
Longitude: 115° 25’ 22.4” E. 
Production platform (PP) named “HZ 26 — 1” located in the following 
position: 
Latitude: 21° 10’ 33.2” N. 
Longitude: 1165:15''53.:27.E. 


FPSO tanker named “Nanhai Faxian” which is moored forward by a 
BTM system is a 250,000 tonnes s.d.w.t. converted tanker with the 
following main specifications: 

LOA 348.9 m. (1,144 ft. 08 in.) 
Breadth 51.8 m. (169 ft. 11 in.) 
Depth 25.6 m. (84 ft.) 
The geographical coordinates of the BTM are as follows: 
Latitude: 21° 21’ 39.3" N. 
Longitude: 115° 24’ 38.4” E. 

The 2 platforms are connected to the FPSO by crude oil subsea 
pipelines (8 in. diameter from “HZ 21 — 1" and 12 in. from “HZ 26 — 1”). 

The water depth at the FPSO site is 116 m. (380 ft. — 63.2 fathoms). 

The export tanker will be moored as follows: 

Tandem Mooring: Export tanker is moored with her bow to the stern 
of the FPSO. For this mooring, suitable equipment, i.e. hawser with 
chafing chains and 16 in. loading hose is available. 

The decision on which system to be used will be a Terminal option, 
depending on operating situations as well as weather conditions. The 
export tanker Master will be informed about the mooring system to be 
used prior to his arrival. 

A Lightering Advisor (Mooring Master) is in charge of mooring 
operations. He will remain onboard the export vessel during her stay at 
the Terminal and will liase with FPSO personnel. 

Mooring: Mooring operations are usually performed during daylight. 

The Lightering Advisor (Mooring Master), CCIB Inspector and Chinese 
interpreter/Mooring Assistants will board in the waiting area. The team 
may board either by boat or helicopter. The export tanker is not allowed 
to approach the FPSO without instructions from the Lightering Advisor. 

Mooring Terminal operating procedures will be given to the export 
tanker Master by Lightering Advisor with all appropriate port documents. 

Two assisting tugs of approximately 6,000 b.h.p. each will be available 
for mooring. 

No anchor must be used during manoeuvring. Anchors must be 
secured in such a way to avoid accidental release. 

Export tanker mooring equipment: 

Bow check 600 mm. x 450 mm. in line with chain stopper. 

Chain stopper, 250 tonnes S.W.L. minimum, able to handle 76 mm. 

diameter link chain. 

Winch drum to store 200 m. x 10 in. messenger. 

Roller lead in line with winch storage drum. 

Winch capacity 15 tonnes S.W.L. 

In case of tandem mooring, a polypropylene rope coil should be kept 
ready on the forecastle deck to enable the assisting tug to secure it to 
the messenger rope of the mooring hawser. Furthermore the crew 
should be ready to lift on board equipment and tools for mooring and 
hose connection from the assisting tug. 

VHF sets should be switched to a mutually agreed working channel, 
tested and confirmed as being in satisfactory working order. The usual 
working channel is Channel 69. 

In case an emergency occurs, it should immediately be indicated by 
sounding the emergency signal consisting of a series of short rapid 
blasts on the ship's whistle or siren. 
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Unmooring: On completion of cargo transfer operations and when the 
hose(s) have been flushed to the satisfaction of the Lightering Advisor, 
the hose(s) may be disconnected. 

The unmooring operations can start as per the instructions of the 
Lightering Advisor. 
Departure: While the export tanker is moved to a safe area clear from 
the FPSO and platform, the cargo documentation should be completed 
and brought aboard by the assisting tug, unless Early Departure 
Procedure (EDP) has been previously agreed. The export tanker can 
depart as soon as documents are signed, and Lightering Adviser will 
give authorisation for departure. Any protest regarding the cargo 
quantities shall be made before departure. 


LOADING: 
Crude Oil Specification: The “Nan Hai Light” crude oil has the following 
specifications: 
API (approx.) 40.6 
Pour Point 28.5° — 35°C 
85° — 96°F 
Loading temperature (approx.) 50°C 


The oil has a tendency to form a tight emulsion in water and a tendency 
to gel below 29.5°C when shut-in. 

Cargo Heating: To avoid waxing due to the high pour point of Huizhou 
Crude, cargo has to be maintained at the loading temperature of 52°C 
(125°F). 

Tankers calling at Huizhou Terminal must be fitted with heating coils 
suitable to maintain the loading temperature of 50°C. 

Cargo has to be heated at the commencement of loading operations. 

Discharging procedures must be carefully reviewed in order to assure 
COW operations and good tank drainage at discharging port. 

Hebe pie Size: The cargo transfer is performed through 1 x 16 in. floating 

Se. 

Hose flanges are 150 ANSI standard. The hoses are connected to 
the export tanker’s port side cargo manifold amidship. 

The manifold arrangement should comply with OCIMF 
recommendations as per “Standards for Tanker Manifolds and 
Associated Equipment” booklet. It is emphasised that only one reducer 
is allowed between distance piece and the hose flange. All manifolds 
shall be clearly marked with the loads they have been designed to 
withstand. 

The export tanker must have 1x16 in. connection ready at her port 
side cargo manifold. 

Ships not meeting the above hose connection requirements will be 
rejected. 

Cargo Hose Lifting Equipment: The export tanker should be equipped 
at her port side cargo manifold with cargo hose lifting equipment (crane 
or derrick) with the minimum safe working load (SWL) of 10 tonnes as 
per Chapter 12 of the OCIMF recommendations “Standards for Tanker 
Manifolds and Associated Equipment”. The safe working load has to be 
clearly marked on the boom. 

Deballasting and Loading: The Lightering Advisor shall inspect ballast 
prior to starting deballasting operations. 

: a berm tanks are inspected by CCIB Inspector before loading starts 
for : 

The export tanker must arrive with, and be able to maintain during 
berthing and loading operations, at least 30% of its S.D.W.T. to keep a 
safe draft and trim at all times while in the berth. This should be achieved 
(a) by loading cargo and discharging ballast simultaneously or, (b) if that 
cannot be done, by loading part cargo first, then discharging the ballast, 
and then loading the balance of the cargo. Masters are warned to 
ee check the loading and deballasting procedures to avoid any 
pollution. 

Hoses should be connected by the export tanker crew. 

When a vessel is moored in tandem, her load is continuously 
monitored by a load monitoring system on the FPSO which is equipped 
with warning and danger alarms. Also, an assisting tug should take up 
Pead at the stern of the export tanker keeping her in tandem with the 

On tandem mooring, the export vessel should accept the loading hose 
displacement water which will be recovered in the slop tanks. The 
quantity of the water to be flushed is 70 cu.m. before the loading starts 
and 210 cu.m. at the end of loading operations. 

Due to the metering system on board the FPSO, the max. loading 
rate is 5,400 cu.m./hr. (34,000 barrels per hour). 
oring Continuous VHF monitoring must be maintained during cargo 
transfer operations. 

All cargo tanks are inspected by a CCIB Inspector after loading 
completed for ullages report. 

BALLAST/POLLUTION: 

Pollution Prevention: There are no facilities for receiving clean or dirty 
ballast at the Terminal. Only clean ballast can be discharged to sea. 
The following rules shall apply: 

No oil pollution is allowed in the Terminal area. 

No dirty ballast can be discharged at sea. 

No bilges can be pumped overboard. 

No waste can be discharged at sea. 

Vessels have to comply with MARPOL 73/78 Rules. 

Owners of vessels calling at the Terminal must be members of the 

TOVALOP agreement. Master must have on board the TOVALOP 
Certificate. 
Arrival: For the purpose of manoeuvring, vessels are requested to 
maintain a reasonable ballasted condition, complying with Regulation 
13.3 of Annex 1 of MARPOL 73/78 Convention. This means that: 

(a) The moulded draft amidships (DM) in metres shall be not less 

than DM = 2.0 + 0.022 L. 
HE ee roughly to ballast on board of minimum 30% of 

(b) A trim by the stern not greater than 0.015 L. 

(c) The propeller fully immersed by at least 3 ft. 

Also see “Loading”. 
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MEDICAL: Medical assistance is not available except in case , 
emergencies. Medical evacuation of injured persons will be by helicopt 
to Shekou Hospital for PRC nationals and expatriates, or to Hong 
hospital for expatriates only. The injured expatriates have to be providg 
with individual Seaman's Book or Passport. In this case the Master » 
export tanker has to inform immediately his agent in Hong Kong. 4 
expenses incurred will be on owner's account. 
FRESH WATER: Not available at the Terminal. 
FUEL: Not available. 
REPAIRS: No repairs are permitted when moored at the Terminal. 
REPATRIATION: No repatriation is permitted at the Terminal. Only th 
cases of injured persons can be considered. 
SHORE LEAVE: No shore leave is permitted at the Terminal. 

No persons are allowed to visit the FPSO. 
MAIL: No mail can be sent from the Terminal. 
WEATHER: 
General Climate of the Area: The climate of the South China Sea \ 
mainly dominated by seasonal winds. These monsoons are related » 
fairly regular seasonal fluctuations of the atmospheric pressure over th; 
Asiatic continent. 

During the Winter, from October to March, a high pressure area settle; 
over Southern Siberia and China because the North Asian land may 
cools as a result of the decreased solar heating. The “Siberian High"; 
conjunction with the semi-permanent high pressure area of the sub 
tropical North Pacific Ocean, centred approximately along latitude 
25° N. to 30° N., causes predominantly N.E.ly winds, the N.E. monsoon 
over the South China Sea. 

The development of the “Siberian High pressure” starts in Septembe 
and from October the N.E.ly wind regime is established. 

During late April and May, the “Siberian High” weakens and displace 
Northward because the Asian land mass warms up as a result of th 
increased solar heating. More or less simultaneously, a low pressuy 
area begins to develop over North India and S.E. Asia. 

As a result, the N.E.ly winds decrease and a flow of South-S.W. winds 
the S.W. monsoon, progressively settles over the South China Sea. Thy 
is a period of transition from the N.E. monsoon season to the S.W 
monsoon season. The S.W. monsoon season lasts from June to Augus. 
It is characterised by the extension of the “heat low pressure” area ove 
North India and South China. 

In September the “heat low pressure” weakens and progressive) 
dissipates due to the decreasing solar heating, while the “Siberian Hig) 
pressure” is intensified and moves Southward. The S.W. monsoo 
weakens and is gradually substituted by the N.E. monsoon. 

By October the S.W. monsoon has virtually ceased and the NE 
monsoon dominates over the Northern area of the South China Sea 

Climate analysis influenced by monsoon leads to sub-divide the yer 
into five periods: 

Winter (December to March — N.E. monsoon season). 

Spring (April to May — transitional period). 

Summer (June to August — S.W. monsoon season). 

(September — transitional period). 

Autumn (October to November — N.E. monsoon season). 

These periods can be considered as “normal conditions”. 

Exceptional conditions sometimes exist due to low pressut 
depressions rising close to the equator which move towards tempera 
zones following routes at different speed and covering different distance: 
and reaching forces up to cyclone (in this area called “typhoons”). Th 
periods in which these phenomenon occur most are in the Summer tim 
up to September. 

GENERAL: All vessels calling at Huizhou Terminal must fly the People! 
Republic of China flag, and the International code quarantine signal mus 
be displayed upon the Authorities visit. 

Masters and operating personnel of tankers calling at the Termin 
must be aware of the information contained herein and in the OCIM 
cupenee! Safety Guide for Oil Tankers and Terminals — Edition’ 

orce”’. 
SAFETY: The following OCIMF guidelines will be enforced at th 
Terminal as applicable: 

International Safety Guide for Oil Tankers and Terminals. 

Ship-to-Ship Transfer Guide (Petroleum), 2nd edition. 

Guide to Helicopter/Ship Operations. 

Smoking, Lighters and Matches: Smoking is prohibited on board dunt 
loading operations, except in those areas in the accommodation join 
agreed between the Master and the Terminal Representative. Personne 
must not carry lighters or matches other than in the accepted areas 
Portable Equipment: Any electrical equipment which is not wholly with’ 
an approved explosion proof container, an approved air pressurt 
container or any equipment which is not intrisically safe, must ® 
disconnected from the power supply. 

Hand Torches: Only those hand torches provided with a certificate ° 
approval delivered by a recognised authority are allowed. 

Satellite Communication Equipment: Consultation between Master a% 
Lightering Adviser is advisable in order to ascertain that there is no's 
due to the presence of flammable gas before a satellite terminal * 
operated. 

Main Engine: While moored at the FPSO the main engine must remé? 
on instant readiness. No engine repairs are permitted. In the tande* 
mooring system, it may be necessary for the vessel to use the enginé 
while moored. Use of main engine shall be made with the advice of 
Lightering Adviser only. 

Helicopter Operations: No helicopter operations on the export tank? 
can take place during ballast and/or cargo operations. Hel 
operations may take place only after such operations have been stopp 
and the integrity of the IGS system has been verified. 

A helicopter landing or winching area must be painted on the tan 
deck and must be in accordance with the requirements of the “Gu 
to Helicopter/Ship Operations” published by the International Chamb? 
of Shipping. All helicopter operations shall be in accordance with s# 
Guide. The helicopter pilot and export tanker crew shall be familiar ¥° 
its content. 


AGENCY: Operator does not have a local appointed agent. 
Available for owner's agent are Penavico — China Ocean Shipping 
ency, located in Shekou, Shenzhen. Tel: 86-755-669-5216/2746. 

Telex: 420834 Cosas CN. Fax: 86-755-669-2769. 

OPERATOR: ACT Operators Group, 12-16 Floor, Offshore Petroleum 

guilding, No. 1 Industry Road 2, Shekou Special Industrial Zone, 

Shenzhen, Guangdong Province, People’s Republic of China. Tel: 669- 

1608 (Public Line), 36-4340 (Oil Patch). Telex: 44242, 44254 ACT CN. 

FAX: 669-1606. Contact: Captain G. Harrison, Huizhou Terminal 


Supervisor. 


JIANGYIN: 31.55 N. 120.11 E. 


ANCHORAGE: Jiangyin Port Anchorage is located 6.5 km. from the 
South bank of the upper reaches of the Chang Jiang River at Huang 
Tian Port. Depth of water 13.0 m. — 21.0 m. Nature of bottom is medium 
fine sand. Anchorage is suitable for vessels up to 25,000 d.w.t. 
RESTRICTIONS: Vessels may enter and sail after sunset. 
MAX. SIZE: Draft limitation in channel is 15.0 m. 

Tidal range 0.0 m. — 3.15 m. 
VHF: Call sign: Jiangyin Radio. Channels available 16, 21 and 71. 
Channel 21 is usual working channel. Station operates 24 hours. 
TUGS: 1x 150 h.p., 1x 428 h.p. and 1x980 h.p. 


BERTHING: 
Cargo 
Handling Cargo Shore 
Department Wharf Max.Size Length Depth Handled Cranes 
(d.w.t.) (m.) — (m.) 
Jiangyin General 
Port No.2 1x 5,000 100 12.0 Cargo 2x10tons 
Ward 2x25,000 535 21.0 General 
Cargo 


FUEL: Not available. 
REPAIRS: Facilities available for vessels up to 30,000 d.w.t. 
GENERAL: Storage Areas: 
Warehouse 3,300 sq.m. 
Open storage area 2,000 sq.m. 
Cargo Handled: General cargo, steel, grain and cotton. 


JIUJIANG: 29.38 N. 115.56 E. 


PILOTAGE: Compulsory. Pilotage is undertaken day and night. Pilots 
board vessels at River Jiujiang. 
ANCHORAGE: Guang Pai Jiao Anchorage: Depth 3.0m. — 15.0 m. 
Ground of anchorage: Mud and sand. Size of vessel: 50,000 d.w.t. 
RESTRICTIONS: Only passenger vessels may enter between sunset 
and sunrise. 
Range of Tide: 7.0 m. — 21.0 m. 
Draft Limitation in Channel: 4.5 m. (during dry season). 
VHF: Jiujiang Radio on Channels 12, 16 and 21 throughout 24 hours. 
TUGS: 1800 h.p., 2x 428 h.p. and 1300 h.p. 
CRANES: Floating cranes: 1x3 tons, 1x10 tons and 1x15 tons. 
STEVEDORES: Working Hours: 
Heavy and bulk cargo: 0700 hrs. — 1600 hrs., 1800 hrs. — 0700 hrs. 
Bagged cargo: 0700 hrs. — 1600 hrs., 1600 hrs. — 2400 hrs. 
FRESH WATER: Available. 
FUEL: Available. 
REPAIRS: No facilities. 


LAN SHUI TERMINAL: 20.50 N. 115.42 E. 


LOCATION: The converted tanker “Lan Shui” (F.S.P.U.) is moored in 
Position Lat. 20° 50’ 04.3” N., Long. 115° 41’ 47.1” E. 

The offtaking tanker is to be rigged in accordance with OCIMF 
Requirements for bow loading. 

Vessels will be moored by the bow, to the stern of the F.S.P.U. by a 
14 in. hawser. 
LOADING: Crude oil only handled. 
GENERAL: China Ocean Shipping Agency (COSA) is the only Agent 
available for this port. The vessel or her owner should contact COSA 
approximately 6 days prior to the vessel's expected arrival into Chinese 
Waters and appoint COSA as the vessel's Agent. COSA will normally 
‘€quire full payment before clearing the vessel, so it is important for the 
vessel/owner to establish contact with COSA as early as possible. 
a can be contacted at the following address: 

nina Ocean Shipping Agency, 
2F, Skiz Building, 
Shekou, Shenzen, 

© People’s Republic of China. 


s'ephone Shekou 691136. 
é lex: 420834 COSAS CN. 
able: Penavico Shekou. 


CHINA 


LANSHAN: 35.06 N. 119.22 E. 


LOCATION: Lanshan is located at the Northern part of Haizhou Bay of 
Shandong Province. Distance by sea is about 81 miles South of 
Qingdao, and about 384 miles North of Shanghai. 

APPROACHES: The approaches to Lanshan are open sea without any 
outlying dangers. The coast lines are generally well defined, with 
conspicuous mountains for terrestrial fixes. 

The fairway leading to the berth is buoyed. The buoys are unlit and 
night navigation is difficult. The depth in the fairway is 12.0 m. — 15.0 m. 
PILOTAGE: Compulsory for all berthing movements. The pilot boarding 
ground is approximately 3 miles S.E. of the berth. Ample advance notice 
must be ye to ‘“Penavico” Lanshan Branch for booking a Pilot. 
ANCHORAGE: The sea anchorage is located approximately 3 miles 
S.E. of the port. The anchorage is about 1,852 m. in radius. Maximum 
draft limitation for anchoring is 14.0 m. The nature of bottom is mainly 
sand/mud. The holding ground is reported to be good. 
RESTRICTIONS: Large loaded vessels can only berth/unberth during 
yo water. This is due to a shoal patch of 6.20 m. approximately 30 m. 
off the berth. 

MAX. SIZE: See “Berthing”. 

VHF: “Penavico” Shijiu Branch and “Penavico” Lanshan Branch 

maintain 24 hour watch on Channel 16. 

Lecin 2x 1,080 h.p. There are also 43,200 h.p. tugs available from 
ijiu. 

BERTHING: There are 2 berths open for foreign vessels. One for 

vessels up to 5,000 tons displacement, max. length 180 m. and draft 

7.5m., and the other for vessels up to 20,000 tonnes displacement, 

max. length 210m. and max. draft 10.20m. The berths are solid 

concrete type, and can handle dry cargo and edible oils. 

Berth Facilities: 

Pipeline connection: 

Max. back pressure: 

Rate: 


1x6 in. diameter. 

6 kg. 

Average about 120 tonnes/hour. 

Max. 150 tonnes/hour. 

Note: The shore tank farm is located on elevated hills. Total shore tank 
capacity is 14,000 tonnes. 

Distance between shore manifold to ship's side is about 61 m. Short 
lengths of pipeline are connected between the ship's side and shore 
manifolds. 
FRESH WATER: Available. 
FUEL: Not available. 
TANKERS: See “Berthing”. 

No slop facilities available. 
REPAIRS: No facilities available. 
GARBAGE DISPOSAL: No facilities available. 
WASTE OIL DISPOSAL: No facilities available. 
SEAMAN‘S CLUBS: None. 
CURRENCY: Chinese Ren Min Bi (RMB). 
GENERAL: Weather Conditions: 


Wind: The prevailing wind is from the North. Average wind 
speed 3.4 m./sec. Max. wind speed 20 m./sec. 

Rain: The annual average rainfall is 915.7 mm. 

Fog: Fog generally between March — July. Average 26.7 
days per year. 

Temperature: The annual average temperature is 12.6° C. Maximum 


eh paige recorded was 38.3° C. and minimum was 

—14:5"'C: 

Tidal Conditions: The tidal conditions for Lanshan are similar to the 

pattern at Lianyungang, the nearest standard port for tidal prediction. 

The tidal stream runs in an anti-clockwise direction, max. rate during 

flood tide is 88 cm./sec., and max. rate during ebb tide is 69 cm./sec. 

The average tidal range is about 2.5 m. 

Charts: Presently, there is no British Admiralty Chart available for the 

port of Lanshan. Vessels proceeding to Lanshan can only use B.A. Chart 

No. 1253 (Sheyanghe Kou to Qingdao Gang) to approach the port. 
Navigation charts for the port of Lanshan will be published by the 

Chinese Authority in late 1990 or early 1991. 

Stores: Not available. 

AGENCY: China Ocean Shipping Agency, Shijiu Branch, Nuanghai 

1 Road, Rizhao, Shandong Province, People’s Republic of China. 

Tel: (05400) 441089. Telex: 320021. Fax: (05400) 441086. 


SHIPMASTER’S REPORT: December 1989 (Updated July 1992). 
Documents: 

Maritime Declaration of Health (a Chinese form is presented on 

arrival). 

Report of Entry for Foreign Vessels (Chinese form). 

6 copies Crew List. 

Customs Declaration (Chinese forms brought on board on arrival by 

the Agent). 

Additional forms are provided for next Chinese port of call. 
Formalities: Officials board for Port Health Inspection (quarantine) and 
Immigration and Customs Clearance. 

Pilotage: Two pilots boarded the vessel from a large new tug. The 
boarding position is Lat. 35° 02.24’ N., Long. 119° 25.18’ E. 

The distance from the boarding position to the berth is 4.5 miles. 
Approaches: BA. Chart No. 1253 is the only available chart. No larger 
scale charts exist. Approach is clear from the East with good radar 
targets. 

There is a black buoy at the pilot boarding position but it is not marked 
on the chart. The buoy is unlit and was sighted at 3.5 miles with a wind 
of Force 3 — 4. 

Anchorage: The anchorage is located one mile South of the pilot station. 
The bottom is mud. 
Restrictions: All movements are during daylight only. 

After the Pilot boarded we sighted 2 more small black buoys which 
were unlit. The first buoy is left on the port side and the second buoy is 
left on the starboard side. In the near future, this will be the position of 
the fairway buoys. 

Pilotage is suspended when the wind reaches Force 4 — 5 as the tug 
has to come from Shijiu, also there are draft restrictions at low water. 
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Max. Size: Maximum draft 10.2 m., but preferably below 10.0 m. 

Vessels with an LOA of 175 m. can be berthed. Vessels over 175 m. 
LOA can only berth and unberth at high water as the range of the tide 
is about 4.0 m. The time of high water is based on mean high water 
Shinjiu plus 30 minutes (tide times will be given by Agent). 
Radio/VHF: Notice of Arrival should be sent to “Penavico Shijiu” 
48 hours and 24 hours prior to arrival. This notice should be confirmed 
3 hours prior to arrival by VHF on Channels 16 and 11. 

Penavico handle all foreign vessels and it is important to contact them 
as soon as possible in order that they may arrange pilotage and 
clearance. 

Tugs: 3 tugs available for mooring. 

Berthing: There is only one berth available for the discharge of oil 
cargoes. The length of the pier is 180 m. and Pilot advised that the 
maximum depth alongside was 10.2 m., the actual depth alongside is 
no more than 9.78 m. at low water. Nature of the bottom is sand. 

The vessel moored starboard side alongside and ship arranged 
mooring ropes to own requirements. Port anchor also used. 

Cargo Operations: There is 1 x 6in. hose available. The vessel 
provided 2 lengths of rubber hose. The hose was connected to the ship's 
starboard manifold by the ship’s crew. 

The storage tanks are about one mile from the berth and are at an 
elevation of 40 m. There are several sharp bends in the pipe so the 
back pressure was considerable (about 5 bars). 

We achieved a pumping rate of approximately 120 cu.m.p.h. The 
pumping arrangement is not fixed and was removed after completion of 
discharge as this berth is also used for the export of sea sand for which 
2 movable cranes are available. 
eee The stevedores are state controlled and work is continuous 
in 3 shifts. 

Medical: Facilities are available in a village nearby. 

Time: GMT plus 8 hours. 

Shore Leave: Possible. Shore passes are issued on arrival. Crew going 
ashore must show the Immigration Officer at the gangway their shore 
passes and passports. 

General: The number of English speaking personnel was very limited 
and the Agent was required on occasions for translation purposes. 

Prior to departure a strict search is made for stowaways and all shore 
passes are collected before clearance papers are issued. 
SHIPMASTER'‘S REPORT: August 1992. 

Location: Position: 35° 05.5’ N., 119° 22’ E. The port is near Point 
Lanshantuo (B.A. Chart No. 1253). The port has been in operation for 
2 years. 

Port Limits: Approximately 6 miles radius off the end of the breakwater. 
Documents: On arrival: 

Crew Lists. 

Customs List (Chinese Form). 

Health Declaration (Chinese Form). 

Vaccination List (free form). 

List of Arms and Ammunition (free form). 

Reports of Entry for Foreign-Going Ships (Chinese Form). 
Animal and Plant Quarantine Declaration Form for repairing vessel 
(Chinese Form). 

1 List of Specified Articles, foreign currency, gold, silver, belonging 

to ship and/or members of crew (Chinese Form mandatory). 

1 List of Articles to be sealed, cigarettes and liquor belonging to ship 

and/or members of crew (Chinese Form mandatory). 
To be shown to the Port Officials: 

Ship's Register. 

Tonnage Dues (Chinese Form mandatory, issued by the Port Office 

at the first Chinese Port of Call). 

Tonnage Certificate. 

Load Line Certificate. 

Safety Construction, Equipment, Radiotelegraphy Certificates. 

Certificate of Financial Security in respect of Civil Liability for Oil 
Pollution Damage. 

Certificate of Insurance. 

Tovalop Certificate. 

Derat Certificate. 

Health Books and Yellow Cards of the crew members. 

Seamen's Books (Passports). 

On Departure: 

2 Sailing Reports (Chinese Form). 

1 Customs List (Chinese Form). 

Collect and return all Shore Passes issued on arrival. 

Tonnage Dues (Chinese Form) must be shown to the Port Officials 
before sailing. 

Pilotage: Compulsory. Pilotage for large vessels performed between 
sunrise and sunset. 

The Pilot boards at anchorage from a tug. The entrance channel (315° 
— 135°) has a depth of 13.0 m., is about 3.5 miles in length, and about 
1.2 miles in width, and is marked by two black buoys with white irregular 
flashes in the following positions: 

(a) Lat. 35° 03.9’ N., Long. 119° 25.2’ E. 

(b) Lat. 35° 03.0’ N., Long. 119° 24.0’ E. 

The Pilot listens on VHF Channel 16, working on Channel 13, but 
there was no answer. Berthing information comes from the local Agents 
only. 

Anchorage: The anchorage is situated about 5.5 miles S.E. of 
Lanshantuo Point (B.A. Chart No. 1253) and is marked by 4 black buoys, 
as follows: 

(a) Lat. 35° 02.0’ N., Long. 119° 28.0’ E. 

(b) Lat. 35° 02.2’ N., Long. 119° 23.6’ E. 

(c) Lat. 35° 04.0’ N., Long. 119° 26.0’ E. 

(d) Lat. 35° 00.4’ N., Long. 119° 25.8’ E. 

Depths range from 10.0 m. — 15.0 m., and the nature of the bottom 
is sand and mud, normal holding ground. Vessel anchored with 
6 shackles in the water. Tidal streams of about 2knots were 
experienced. 
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Restrictions: Entry and departure not permitted after sunset for lary 
vessels. 

Max. Size: Vessel of 185 m. length with draft 9.2 m. can moor. 
Health: Ship cleared by Health Officials on arrival. Quarantine ay 
Veterinary Officials carried out the inspection of the crew mess, Galle, 
dry and freezing stores. Pay strict attention to the Health Books ay 
Yellow Cards of the crew members, especially anti-cholera injections 
Radio: Telegraphic communciations: ETA cables via Qingdao Coas, 
Radio Station (Call sign XST). Calling frequency 500 kHz, Working 
425 kHz, answering 435 kHz. Working day and night. 

VHF: Pilot and local Agents keep watch on Channel 16. 

Pilot works on Channel 13. 

Local Agent “Penavico”, working on Channel 16. 

Local Agent “Sinoagent”, working on Channels 74 and 73. 
Radar: There is no radar station in the port. 

Tugs: The port has 2 tugs: 12,500 h.p. and 1800 h.p. 
Berthing: Two concrete berths. 

First Berth: Length 180 m., depth alongside 7.5 m. 

Second Berth: Length 210 m., depth alongside 10.2 m. 

Vessels can only berth starboard side alongside, port anchor use 
with 4 — 5 shackles in the water. Fendering is insufficient. 

Cranes: 4x25 ton luffing cranes. 
Bulk Cargo Facilities: The port is equipped with 4 multi-purpose portab: 
cranes for handling bulk. 

Cargoes: Coal, ores and cement. 

Specialised Cargo Handling Facilities: On the first berth, another vess: 
loaded frozen fish, garlic in cases and peaches. She used her ow 
equipment. She was berthed starboard side to, cargo was delivers 
alongside my lorries. 

Tankers: On the Second Berth (210m. length), we unloady 
3,800 tonnes of soya bean oil. 

Connection: 1x6 in. hose to underground pipelines. Collector ha 
4x6 in. pipelines, discharging rate about 200 tons per hour. 
Density: Salt water. 

Fresh Water: Available. 

Fuel: Available, but preliminary (7 days minimum) notice required. 
Consuls: None. 

Repairs: Small repairs only. 

Dry Docks: No information. 

Gangway/Deck Watchmen: One gangway guard for inspecting cre 
members passes. 

ae Allowances: Crew allowed 200 cigarettes on arrival. The bon 
is sealed. 

Repatriation: Possible, arranged by local Agents. It takes 3 — 4 dayst 
arrange visas. 

Airport: Airport at Qingdao (180 km.). 

Time: GMT plus 8 hours, no change. 

Police/Ambulance/Fire: \t is sufficient to ask guard to advise the desire 
department. 

Shore Leave: Allowed. Passes issued on arrival by Immigration (mus 
be returned before departure). 

Identification Cards: Shore Passes issued on arrival by Immigration 
Must be kept with Seamen's Books. 

Delays: We had to wait 6 days for a berth. 

Agent: China Ocean Shipping Agency, Ocean Hotel, Zhong Shz 
C.W.J.Road, Lanshan. Tel: 0518-312393. Fax: 311842. Telex: 36902 
Cables: Penavico. 

Another Agency is Sinoagent (Telex: 
Sinoagent Lanshan). 


AUTHORITY: Lanshan Harbour Bureau, Lanshan Port, Rizhao Ci 
Shandong Province, People’s Republic of China. Tel: (05400) 44104 
441047. Telex: 320036. FAX: (05400) 221397. Contact: Mr. Mu Naishe’ 
Port Director. 


320034 Lsbrz-Cn. Cables 


LIANYUNGANG: 34.45 N. 119.27 E. (See Plan 


PILOTAGE: Compulsory. Pilotage undertaken day and night. 
ANCHORAGE: Between Lat. 34° 46’ 54” N. and Lat. 34° 49’ 00” N. at 
Long. 119° 34’ 45” E. and Long. 119° 41’ 00” E. Depth of water 9.0% 
— 11.0m. The holding ground is poor. Vessels of 30,000 d.w.t- 
40,000 d.w.t., subject to draft, can use the anchorage. 
RESTRICTIONS: Vessels up to LOA 165m. can enter or sail af? 
sunset, weather permitting. 

Tidal range: Max. 5.0 m., minimum 0.01 m. 
VHF: Lianyungang Radio on Channel 16 throughout 24 hours. 


TUGS: 1428 h.p., 1660 h.p., 1980 h.p., 2x 1,200 hp 
2x 1,670 h.p. and 23,200 h.p. 
BERTHING: 
Working Cranes 
District Berth Length Depth Use Capacity 
No. (m.) (m.) (tons) 
No, 4 P 309 9.0 GeneralCargo 5 x 10 
4 322 7.0 General Cargo 7 x 10 
. 378 9.0 General Cargo 7 x 10 
No. 2 1 200 9.0 General Cargo —_ 
2 162 9.0 Coal — 
Special A 370 17.0 Coal Loader 
Coal Wharf B 370 17.0 Coal Loader 
Gen. Cargo —- 220 8.5 For vessel 1 x 10 
Wharf under 
10,000 d.w.t. 


CRANES: Floating crane with lifting capacity 60 tons. 
Also see “Berthing”. ; 
FUEL: Contact China Marine Bunker Supply Co., Lianyungang Branch. 
REPAIRS: Facilities available. ; ; 
GENERAL: Provisions: Contact Lianyungang Foreign Vessel Supply 
ation. 
imports: Steel, timber, fertiliser, sugar. 
Exports: Coal, agricultural products and general cargo. 


LONGKOU: 37.29 N. 120.20 E. (See Plan) 


DOCUMENTS: Documents as required by the Joint-Inspection Party 
andor as international practice. These documents are supplied by ship's 


ent. 

NLOTAGE: Pilotage is compulsory in the Port of Longkou and is 
available 24 hours. 

Itis necessary for all vessels to give notice of ETA 72 hours, 48 hours 
and 24 hours prior to arrival to their Agent by cable, or telex, or VHF. 
Pilot boats available. Pilot may be contacted by VHF Channel 16, and 
can board the vessel in the anchorage. Vessel should make all the 
necessary arrangements beforehand. 

ANCHORAGES: Present anchorage is bounded by the co-ordinates 
below, in depth of 9.50 m. with area of 9 sq.km. It will hopefully be 
enlarged to 30 sq/km. with depth from 10.0 m. — 20.0 m. in the future. 

The Quarantine Anchorage is the same as the Pilot Anchorage, and 
is bounded by the following co-ordinates: 

(a) Lat. 37° 37’ 48” N., Long. 120° 12’ 30” E. 

(b) Lat. 37° 37’ 00” N., Long. 120° 12’ 30” E. 

(c) Lat. 37° 37’ 48” N., Long. 120° 13’ 52” E. 

(d) Lat. 37° 37’ 00” N., Long. 120° 13’ 52” E. 

MAX. SIZE: Limited by draft. Vessels not over 200 m. in length and 
10.0 m. draft can be accepted. 

HEALTH: No restriction except quarantine. Pratique procedure and 
action undertaken by the Quarantine Service. “Q” flag must be hoisted 
upon vessel's arrival. Masters should tender Maritime Declaration of 
Health and Deratting or Deratting Exemption Certificate. 

RADIO: “Longkou Radio”. Call sign: XSS. Telex: 32575 PENLK CN. 
VHF: The radio station is manned throughout 24 hours by the Port 
Authority, keeping watch principally on Channel 16. Three other 
channels are also available, Channel 9 or 13 for contact via the station 
fo get through to any departments required and Channel 10 for Inner 
Port contact. 

TUGS: Three tugs available up to 3,500 h.p. Vessels usually use tug’s 
line and 2 tugs are usually used for berthing and unberthing. 
BERTHING: 12 berths available which can accept vessels with 
maximum draft 10.50 m. (SW) at low water. 


Berth Length Depth Usage 
(No.) (m.) (m.) 

1 180 10.50 General cargo 

2 120 7.50 General cargo 

3 104 6.50 General cargo 

4 104 6.50 General cargo 

5-6 200 6.50 Bulk cargo and Ro/Ro 
7-10 350 4.50- 7.00 General and bulk cargo 
11-12 355 10.30 Specialised Quay for coal 


and ore 

Also see “Developments”. 
CRANES: 4 gantry cranes with capacity of 10 — 16 tons at Berths No. 1 
~ 2. 4gantry cranes with capacity of 10 tons at Berths No.7 — 10. 
Sgantry cranes with capacity of 10 — 16 tons at Berths No. 11 — 12. 
Movable electric shore cranes and truck cranes up to 7 tons and 50 tons 
Fee respectively are available at other berths. All cranes are 

ional. 
BULK CARGO FACILITIES: Bulk cargoes are handled at Berths No. 5 
~6 for sand, No. 9 — 10 for salt, and are equipped with belt conveyors. 
Berth No. 11 is specially for handling coal. 
SPECIAL CARGO-HANDLING FACILITIES: A Roll-on/Roll-off ramp is 
available at Berth No. 6. 

Also see “Developments”. 
STEVEDORES: Arranged by the Port Authority. ETA notice to include 
particulars of cargo, showing heavy lifts, dangerous or hazardous 
Pr] stp hatch stowage and gangs required, etc. Stevedores work 

rs. 

MEDICAL: Notice not necessary but advisable to Agents if treatment 
‘quired. Full hospital facilities available. Vaccination essential if ship 
comes from affected area, inspection carried out by the Quarantine 
i ‘vice. International certificates must be current. 
DENSITY : 1025 generally at all tides (salt). 
reg WATER: Available throughout 24 hours and delivered by shore 
§ = at a rate of 50 t.p.h. Cost is $ 1.00 per ton and handling charge 
FUE per ton should be added per time. 
ba L: Available, delivered by trucks. Advance notice required. If 
aes are supplied by barge, minimum quantity is 100 tons. 

E PRECAUTIONS: Ship’s watchman to be on duty. Fire-engine 
Squipped for tankers loading/discharging on stand-by. Smoking 
Renibited in inner port area. 

Day AIRS: Minor repairs possible. 
Po DOCKS: None. 
4 RVEYORS: Cargo inspectors available. Marine surveyors available, 
e China Classification Society carry out co-ordinated survey on behalf 
M ATernational societies. 
Hatch operation optional. 


Stevedores can render 


Stal 
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CUSTOMS ALLOWANCES: According to local Customs Department 
allowances. 
Fi Hoga hacia Facilities exist for crew repatriation, arranged by ship's 

gents. 
AIRPORT: 120 km. from the port. 
TIME: G.M.T. plus 8 hours. 
HOLIDAYS: Ordinary holidays: New Year's Day (1st January), Spring 
Festival, May Day, National Day (1st and 2nd October). 
POLICE/AMBULANCE/FIRE: Police: (05456) 211641. Ambulance: 
212001-245/212870. Fire: 119. 
SERVICES: Port service to ship for garbage removal, etc. 
SEAMAN’S CLUBS: Seaman's Club, 17 Longhai Road, Longkou. 
Tel: (05456) 212311. 
BANKS: Bank of China for currency exchange. 
SHIP SUPPLY SERVICE: Ship chandler available. Tel: (05456) 212539. 
Address: 53 Zhenxing Road, Longkou. 
IDENTIFICATION CARDS: Crew need Seaman's Book. 
REGULATIONS: According to Port Authority and Harbour Master. 
DEVELOPMENTS: A 10,000 d.w.t. berth for handling dangerous/liquid 
chemicals is under construction (Designed draft 10.00 m., 350 m. in 
length) with pipes connection system underground. 

A special berth for handling containers is construction and is expected 
to be operational in 1994. 
AUTHORITY: Longkou Harbour Administration Bureau, 24 Huanhai 
Road, Longkou City, Shandong Province, P.R. of China. Tel: (05456) 
212091. Telex: 32575 Penlk Cn. FAX: (05456) 211137. Cables: 3203. 
Contact: Mr. Wang Shu-bo, Port Director. 


NANJING (Nanking): 32.03 N. 118.47E. (See Plan) 


PORT LIMITS: A vessel is considered to be an “arrived ship" only when 
she reaches Nanjing Port, or at the Nanjing Waiting Anchorage or 
Quarantine Anchorage, located in position Lat. 32° 14.5’ N., Long. 
119° 10’ E., about 165 miles upriver from the Changjiang Entrance, or 
15 miles before Nanjing Oil Port. 

DOCUMENTS: For Joint Inspection on arrival: 

6 copies Crew List. 

2 copies Report of Entry. 

1 copy Maritime Health Declaration. 

1 copy Crew Effects Declaration. 

1 copy Ship’s Equipment List. 

1 copy Bonded Stores List. 

For Joint Inspection on departure: 

1 copy Maritime Health Declaration. 

4 copies Report of Clearance. 

Note: Chinese forms must be used for Report of Entry, Report of 
Clearance and Maritime Health Declaration. Ship's own forms can be 
used for the other documents, if it is the vessel's first call. On arrival 
obtain blank forms for Report of Clearance and have them filled out prior 
to departure. 

PILOTAGE: Compulsory. Pilotage upriver is in two stages. The first 
stage is from the mouth of the Yangtze River to Baoshan, which is by 
Shanghai Pilots. The second stage is from Baoshan to Nanjing, which 
is by Nanjing Pilots. The pilotage up to Baoshan is arranged by 
“Penavico Shanghai”. Changjiang Entrance is the customary waiting 
anchorage for vessels for Shanghai or proceeding upriver. 

Application for Pilot should be made to Shanghai Agent “Penavico 
Shanghai” by cable or telex, prior to arrival. When the arrangements 
are made, they will reply by cable or telex and the Pilot boards at South 
Channel, Buoy No. 5, as indicated on B.A. Chart No. 1602. The distance 
from Changjiang Entrance to Baoshan is 53 miles. Baoshan is located 
3 miles upriver. The vessel may have to anchor here for Nanjing Pilots, 
they board on arrival and the Shanghai Pilot disembarks. The vessel 
continues without stopping, which is a distance of 177 miles up to 
Nanjing. When the vessel anchors at the Nanjing Waiting or Quarantine 
Anchorage, the Pilots leave and the Berthing Pilot boards. 

Note: At least 2 day's notice of application for pilotage. 
Telex No: 

Penavico Shanghai: 33052 Penav C Cn. 

Penavico Nanjing: 34059 Nipen Cn. 

Sinochem Nanjing: 34109 Cienj Cn.(Shippers). 

Nanjing Port Authority: 34034 NJPACN. 

ANCHORAGE: Nanjing Waiting Anchorage: Lat. 32°14.5'N., 
Long. 119° 19’ E. with good holding ground, depth of water 13.0 m. — 
16.0 m. It can accept vessels up to 30,000 d.w.t. 

RESTRICTIONS: Size: Up to 30,000 d.w.t. Draft limitation: 9.5 m. 
MAX. SIZE: The draft limitation in the channel which is fresh water is 
9.5m. 

HEALTH: No Radio Pratique available. On arrival at Quarantine 
Anchorage, the Quarantine Officer boards and grants Pratique. 
RADIO: Communications are by Inmarsat telex. 

VHF: Port Authority Signal Station manned 24 hours. Contact Agents 
“Penavico Shanghai” on Channel 11 and Shanghai Pilot on Channel 
16. At Nanjing, contact Agents “Penavico Nanjing” on Channel 8 and 
Pilots on Channel 6. Contact Nanjing Port on Channel 25 throughout 
24 hours. 

RADAR: No port radar service. 

TUGS: 11,940 kW., 2x1,764 kW., 41,440 kW., 31,227 kW. and 
6720 kW. 
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BERTHING: 
Permissible 
Terminal Berth Length Draft LOA Use Cranes 
No. No. (m.) (m.)  (m.) (tons) 
1 15 90 6.0/130 General 2x5 
Bulk 
2 22-24 180 7.0/150 General 2x10 
Steel 
28 120 7.0/150 Bulk 3x5 
3 35 101 6.0/130 2,500 t.p.h. 
37 99.4 6.0/130 Coal Shiploader 
4 400 186 9.5/180 4x10 
401-403 180 9.5/180 Multi-use 
406-407 224 9.5/200 6x5 
5 51 75 9.0/180 Oil 3x8 
6 65 65 5.0/120 Oil 1,000 t.p.h. 
Chemical Shiploader 
Liquid & unloader 
Material 
4 701-702 274 9.5/180 Steel 
703-705 360 9.5/200 Ore 5x10 
706-707 310 9.5/200 Coal 2x16 grab 
Container 404 186 9.5/200 _‘ Portainer 1x25 
Terminal 405 224 9.5/200 __ Portainer 1x35 


CRANES: Floating cranes of 63 tonne, 50 tonne and 5x 10 tonne, also 
gantry cranes of 10 tonne, 8 tonne and 5 tonne. See “Berthing”. 
Bulk Cargo Equipment: No. 7 Terminal: 16 tonne gantry crane. 

No. 3 Terminal: Rotary car dumper system and shiploader system. 
Specialised Cargo Handling Equipment: 2 portainer cranes of 35 tonne 
and 25 tonne. 

BRIDGES: No bridges prevent vessels up to 30,000 d.w.t. from entering 

the port. 

STEVEDORES: Main cargoes include general cargo, coal, oil, ore, 

cotton, steel, construction material, agricultural and chemical products, 

container, dangerous or hazardous cargoes, etc. Loading or unloading 

rate changes regarding different cargoes. 

MEDICAL: Full medical and dental facilities available. Agent must make 

all the necessary arrangements. At Nanjing, usually the treatment is 

made in Worker's Hospital. 

TANKERS: One berth for tankers up to 180 m. LOA, draft limitation 

9.0 m., depth of water 14 m. One berth for tankers up to 120 m. LOA, 

draft limitation 5m., depth of water 12m. Max. size for tankers 

70,000 d.w.t. 

FRESH WATER: Contact China Marine Bunker Supply Company, 

Nanjing Branch. Available 24 hours a day. Cost is 1.5 RMB per ton. 

FUEL: Advise “Penavico Shanghai" and “Penavico Nanjing” of 

requirements by telex or cable before arrival. Contact China Marine 

Bunker Supply Company, Nanjing Branch. Fuel and diesel available 

through 24 hours. Tel: (025) 806316. 

FIRE PRECAUTIONS: Ship's watchmen to be on duty. The Port No. 1 

fire fighting ship of 1,000 h.p. on duty and two special tugs also equipped 

as fire tenders. 

CONSULS: No consuls in Nanjing. 

REPAIRS: All types of deck and engine repairs possible. Repair services 

available through Nanjing Jinling Shipyard, Xinhua Shipyard or Nanjing 

Port Repairing Station. 

SURVEYORS: Cargo tank inspection prior to loading, and cargo 

calculations on completion of loading are carried out by CCIB (China 

Commodity Inspection Bureau). China Register Surveyor available on 

behalf of other classification societies. 

GANGWAY/DECK WATCHMEN: Watchmen required (Member of 

crew, or shore-based watchmen available). The Frontier Inspection 

Station also have guards on duty at the gangway. 

OPENING/CLOSING HATCHES: By arrangement between ship's 

py po and stevedore. 

CUSTOMS ALLOWANCES: According to local Customs Department. 

REPATRIATION: Facilities exist for repatriation of crews. 

asta Nanjing Airport (26 km.). Daily 737 airline service to Hong 
ong. 

HOLIDAYS: New Year's Day (January 1st); Labour Day (May 1st); 

National Celebration Day (October 1st). The port is available for foreign 

vessels all year round, no restrictions. 

POLICE/AMBULANCE/FIRE: Police: Tel. 110. Ambulance: 

nal Fire: Tel. 119. Port Security: VHF Channel 25 throughout 
4 hours. 

EMERGENCY CO-ORDINATION CENTRE: Contact Nanjing Port on 

VHF Channel 25 in case of emergency. 

TELEPHONES: Telephones can be supplied to any vessel. 

SERVICES: Many special services available. 

BANKS: China Bank, Nanjing Branch is located in Xinchenwei Foreign 

Trade Port Area. Exchange of money, etc., can be arranged. 

STORING: Provisions and bonded stores available. They are 

inexpensive and of average quality. Fresh vegetables are seasonal. The 

Nanjing Foreign Shipping Supply Corporation should be contacted for 

service. Tel: (025) 633780/304734. 

SHIP SUPPLY SERVICE: Contact: Nanjing Foreign Shipping Supply 

Corporation (Tel: (025) 633780). Agents “Penavico Nanjing” (Tel: (025) 

804056). 

SHORE LEAVE: Permitted. Nanjing town is located about 15 miles 

away and takes about 50 minutes by car. Transport must be arranged 

by the Agent or Seaman's Club (taxis, etc.). A round trip by minibus 

costs about 80 RMB. Nanjing is a pleasant town with modern hotels like 

Jinling Hotel and famous sights such as Dr.Sun Yat-Sen's Mausoleum. 

IDENTIFICATION CARDS: Seamen's Book is sufficient. 

GARBAGE DISPOSAL: Use 5 ton “QY” truck crane and one “OG400" 

garbage furnace. 

WASTE OIL DISPOSAL: A cleaning ship of LOA 40.6 m. is used to 

dispose of waste oil. It has two sets of waste oil disposal equipment, 

and two sets of sewage disposal equipment. 
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SEAMAN’S CLUBS: Nanjing International Seamen's Club is locateg, 
Xinshenwei Foreign Trade Port Area. It provides excel 
accommodation and all kinds of entertainment services. Overseas ca 
can be made here. Tel: (025) 561798. 

REGULATIONS: Normal Port Reguiations. 

DELAYS: The date for loading or unloading is decided according to 
contract signed between the Ship's Agent and the Port. 
GENERAL: The Agent stays on board throughout the vessel's stay, 
Port. He is of great assistance in all matters. 

Tidal Range: Maximum 1.47 m. Minimum 0.02 m. 

Storage: Warehouse 54,731 sq.m. Open storage space 391,481 sq» 
DEVELOPMENTS: In the second phase of the Xinshenwei Project we 
a total investment of RMB 358.8 million, 13 berths for 25,000 dy; 
vessels have been completed. The total length of the wharf is 2,500 
The project of Rong Tan Foreign Trade Area is being planned. 
AUTHORITY: Nanjing Port Authority, Jiangbian Road 19, Xia Gu 
District, Nanjing, P.R.C. (Postcode: 210011). Tel: (025) 6338q 
Telex: 34034 NJPACN. FAX: 802803-688. Cables: 9876 NANJ) 
Contact: Wu Min, Foreign Affairs Office. 


NANTONG: 32.01 N. 120.49 E. (See Plan 


LOCATION: The port is situated on the North bank on the lower reache 
of the Changjiang (Yangtse River), Nantong port is in Nantong City whic 
is about 51 miles East of Wusong Kou. The position of the pon; 
Lat. 32° 00’ 45” N., Long. 120° 48’ 45” E. 
APPROACHES: Foreign vessels proceeding upstream from Baoshz 
Doc orage are required to be well informed of the water depth aloy 
Baimaosha Nan Shuidao, the South Channel, so that they may sale 
pass with the tide. Before approaching light buoy No. 12A a close walr 
should be paid to see if any ship is steaming down the river. If a vess 
is outward bound it is advisable to reduce speed and wait until it is cle 
of the channel, in order to avoid meeting at the shallow part of th 
channel. 

All foreign vessels entering or leaving the port are requested 
observe the following regulations: 
1. “The Regulations on Supervision and Control of Foreign Vessels 

the People’s Republic of China”. 
2. “The Regulations on Supervision and Control of Vessels Fly 
rome lags Sailing in the Changjiang by the People’s Republic: 
ina’. 

3. “Regulations for Prevention of Collision at Inland Waters”. 

Foreign vessels are requested to take great care, as the buoya 
system of the coastal waters and the river are different. 
PILOTAGE: Compulsory. Pilot available from sunrise to sunset fro 
Baoshan Anchorage. 

Pilot for Nantong boards at Baoshan Anchorage. 
ANCHORAGE: Baoshan Anchorage 31° 28’ N., 121° 28’ E. 
Joint Inspection Anchorage: The anchorage is situated at Dong Shuid 
on the lower reaches of the Changjiang (Yangtse River). This is wity 
the harbour limits and has an area of 2,500 m.x600 m., depths ran 
from 7.0 m. — 25.0 m. and the nature of the bottom is sand and mué 
RESTRICTIONS: Entry and departure not permitted after sunset. 
MAX. SIZE: See “Berthing”. 
VHF: Pilots: Channels 16 and 6. 

Penavico: Channels 16 and 27. 

Oil Terminal: Agent on Channel 11. 

Pilot on Channels 11 and 20. 
Port on Channel 20. 

TUGS: 1 2,400 h.p., 1 1,670 h.p., 2x980 h.p. and 2x 480 h.p. 
BERTHING: 


Name of No. of Max. Max. Use 
District Berth Length Depth Draft LOA 
(m.) (m.)  (m.) (m.) ; 
Langshan No. 1 180 (D) 10.0 2 180 Coal/Containers/Ore 
No. 2 180 | F) 16.0 9.5 180 Feed/Sugar/Containes 
No.3 187 } F) 16-0 95 1480 Timber/Pig iron/Fertist 
Nangtong No.3 74.0 (D) 5.5 5.0 70 General Cargo 
(F) 10.8 
No. 4 
No. 5} = - - — Passengers 
No. 7 
Tian No. 1 65 | (D)4.8 — — Coal 
Sheng No. 2 65 (F)4.8 —- — Coal 
Gang 


Note: (D) Dry Season. 
(F) Flood Season. 

With prior agreement vessels can also load/discharge certain ty" 
of cargoes at buoys. 
CRANES: 

Langshan: 2x5 tons and 3x10 tons. 

Nantong: 35 tons. 

One floating crane of 10 tons capacity available. 
FRESH WATER: Available. 
FUEL: Available. 
REPAIRS: Facilities available. 
GENERAL: /mports: Timber, ore, bulk sugar, fertiliser and pig irom 
Exports: General cargo and cotton. 
Meteorology and Hydrography: The tide at this port is irregular s® 
diurnal, with Spring rise of 3.4 m., Neap rise of 2.7m. and mean# 
level of 2.1 m. 

The direction of the stream, either floor or ebb, is approximé® 
parallel to the bank of the river. The rate of flood is 0.8 knots, while ® 
of the ebb may reach 4.3 knots. 


The wind is variable in direction and force, due to the effect of the 
5. The average wind force is 3.1 m. per second. Gales may 
suddenly, but mostly occur in Winter. The annual average of “gale 
"ig 12.8. This port may be threatened by typhoons from July to 
ember with wind forces ranging from Force 6 to Force 8. In August 
a wind Force 11 is sometimes experienced. ; 
Aids to Navigation: The aids mainly consist of light buoys. The lateral 
t hand buoys are black in colour with spherical shaped top-marks. 
Starboard hand buoys are painted red in colour. 


SHIPMASTER’S REPORT: August 1991. pont | 
Location: Nantong Harbour is situated on the North bank of Chianjiang 
Kou River, about 60 nautical miles upstream of Wusong Kou (Shanghai 
Harbour entrance). i 

This harbour has been developed in recent years and now offers 14 
general cargo berths for vessels up to 25,000 d.w.t., one modern coal 
whart and 10 buoys for the mooring of ships of less than 10,000 d.w.t., 
one floating platform of 35,000 tons storage capacity, one oil berth and 
one oil storage tanker “Gero”. he. 

During our stay, it was very difficult to obtain precise information from 
our associates as their English is generally very poor. Furthermore, 
harbour installations are spread all along the bank over a distance of 
about 26 km. 

Port Limits: It was understood that a vessel is considered to be within 
port limits when arriving at Nantong Quarantine Anchorage (2 miles 
downstream from first berths) and that Notice of Readiness should not 
be tendered before. 

Documents: Joint inspection takes place once alongside. Customs, 
\mmigration and Health officers appeared to be very helpful and 
courteous and formalities were promptly carried out in 30 minutes. 

They requested the following documents: 

5 copies Crew List. 

1 copy Cargo Manifest. 

1 copy Health Declaration (Chinese form). 

3 copies Inward Declaration (Chinese forms). 

2 copies Crew Personnel Effects List (detailed). 

1 copy Ship's Provisions and Stores List. 

All ship's documents were briefly inspected (first call of a French flag 
vessel), but none were taken ashore. 

All passports were seen by Immigration officers who issued shore 

passes which were collected prior to departure. 
Pilotage: Shanghai pilots should be called on VHF Channel 16. ETA 
must be given at least 3 hours prior to arrival. Pilot usually boards 1.5 
hours before high tide (Luashan H.W. time). Boarding will be cancelled 
in cases of bad weather (i.e. strong Easterly winds) and vessels will 
have to wait at CJK anchorage. Pilot vessel is a white hulled stationary 
vessel, pilot joins ship from a small dinghy. 

Inbound vessels should pass to the North of CJK light vessel and 
then proceed to Buoy No. 1 near which the pilot vessel waits. 

Outbound vessels will be attended to between Buoy No. 4 and Buoy 
No. 5. 

a ap pilot leaves the ship at Baoshan anchorage where Nantong 
pilots take over (two or three persons). 

During hours of darkness there is no navigation or berthing, vessel 
remains at anchor and food and accommodation for pilots should be 
arranged accordingly. 

Pilots all Refused Combination Ladder — Only Pilot Ladder is Used. 
Navigation: It takes 4 hours to proceed from CJK to Baoshan and 
another 4 hours from Baoshan to Nantong. It is usually made in two 
stages as there is a time limit for passing the bar at Bai Mao Sha and 
as berthing in Nantong must take place at slack water. Chinese charts 
from bg river above Baoshan exist but are not delivered to foreign 
vessels. 

In Nantong harbour, ebb current is predominant and the period of 
slack water is very short. 

Anchorages: CJK anchorage is located E.S.E. of CJK light vessel as 
shown on B.A. Chart No. 1602. Maximum depths of 15.0 m. are found 
inthe Eastern half, which is more suitable for deep draft vessels. 

As hing currents are strong (up to 5 knots), at least 6 shackles should 

used. 

Baoshan Anchorage (31° 28’ N., 120° 27’ E.) is used at night and for 
awaiting relief pilot. Depth is 15.0 m., but ebb current is very strong 
(Sknots), at least 8 shackles should be used. 

Nantong Quarantine Anchorage is situated 3 miles down river from 
Nantong Harbour and offers depths of 18.0m. Same precautions as 
above should be taken. 

Restrictions: No navigation or berthing at night up river from Shanghai. 
og ld draft permitted is 9.50 m. (F.W.), extended to 10.0 m. during 
ng tides. 

Deep water fairway Beicao Hangdao is dredged to 7.00 m. with 
maximum depths of 8.5 m. near the entrance. Thus with rough seas, it 
'S Not possible for deep draft vessels to proceed inwards. 

There is also a bar with minimum depth of 7.10 m. at Bai Mao Sha, 

30 miles up river from Wusong Kou. It is the only difficult part of 
the waterway before Nantong, fairway being only 200 m. wide and speed 
Must be reduced to minimum. 

Max. Size: No information could be obtained, the only restriction for 
cbeking at oil berth is 9.50 m. 
fore No Free Pratique by radio. Pratique is granted by Quarantine 
R 'cer when vessel alongside. 
Nase sar Radio may be contacted by W/T or via Inmarsat (Telex 


; Government Shipping agencies (Penavico or Sinoagent) can be 
Slexed or telephoned directly via Inmarsat but they never acknowledge 
VHF never request any information prior to arrival. 
ac Penavico keeps watch on Channel 11 and Sinoagent Shanghai 
Channel 74. They must be contacted when arriving at CJK. 
Piroogent Nantong maintains watch on Channel 73. 
llots keep watch on Channel 16 and work on Channels 6 and 71. 


CHINA 


Tugs: 12,000 h.p. and 2980 h.p. Tugs are often busy and delays 
may be experienced. 

Berthing: Our vessel went alongside storage tanker “Gero”, LOA 237 m. 
which is anchored 200 m. off the North bank in a depth of 35.0 m. This 
vessel is held by 6 anchors and mooring was made heading up stream 
with 4 headlines, 1 breast and 1 spring forward and 3 springs and 4 
sternlines aft, due to very strong ebb current (over 6 knots). 

Medical: Hospital and dental facilities available. There are no special 
requirements about vaccinations. 

Tankers: Receivers (Nantong Fuel Corp.) provided 2 hoses of 6 in. 
diameter and requested maximum working pressure of 5 kg. at ship's 
rail. 

Jiangsu Petroleum operates an oil jetty for ships up to 25,000 d.w.t. 
No slop discharge facilities are available. This jetty also receives 
chemical tankers (benzene and alcohol). 

Density: 1000 (fresh water). 

Fresh Water: Available by barge. 

Fuel: Common grades said to be available as well as Lub. oil. 
Provisions: Available. There are several ship chandlers. 

Consuls: None at Nantong. Major countries have consulates in 
Shanghai. 

Dry Docks/Repairs: 30 miles up river from Shanghai is Nantong 
Shipyard which is able to carry out major repairs with a 100,000 d.w.t. 
floating dock. 

Surveyors: Cargo inspections are made by C.C.1.B. (Government Co.). 
Customs Allowances: 1 bottle of spirits and 200 cigarettes for each crew 
member. Special allowance for Master; 5 bottles and 3,000 cigarettes. 
NOTE: If sailing from one Chinese port to another, even if going into 
international waters and for more than 24 hours, seals must not be 
broken. Vessel can be fined U.S.$5,000 for none compliance. 
Repatriation: Possible via Shanghai and Hong Kong. There is a regular 
service of hydrofoil shuttles, trip takes about 2.5 hours. Immigration 
request 2 photographs of members signing off. In our case it worked 
very well. 

Airport: Major airlines operate international flights. Numerous flights to 
Hong Kong. 

Time: GMT plus 8 hours (GMT plus 9 hours from May to August). 
Shore Leave: Permitted until midnight. 

Identification Cards: Shore passes must be accompanied by Passport 
or Seaman's Book. 

General: Two Immigration Officers remain on board during ship's stay. 
Accommodation and food must be provided. 

Launch service for going ashore must be arranged through agent. 

There is no Loading Master and no one understood English among 
the storage tanker staff. 


AUTHORITY: Nantong Port Authority, 120 Remin Road West, Nantong, 
China. Tel: (0513) 513135. Telex: 3651 Ntpad CN. 

Nantong Harbour Superintendent, 104 Remin Road West, Nantong, 
China. Tel: (0513) 518292. 


AGENT: Penavico. Tel: 6500. Telex: 36501. Cables: Penavico Nantong. 


NINGBO (Ningpo), Including Beilun: 29.52 N. 121.31 E. 
(See Plan) 


LOCATION: Ningbo Port District: 29° 52’ 54” N., 121° 33’ 24” E. 
Zhenhai Port District: 29° 57’ 00” N., 121° 43’ 05” E. 
Beilun Port District: 29° 56’ 8.6” N., 121° 51’ 05” E. 
PILOTAGE: this b Pilotage is undertaken day and night at Qi Li 
Yu Anchorage and Jin Tang Anchorage, but only in daytime at Xin Qi 


Anchorage. 
ANCHORAGES: 
Anchorage _ Location Nature Depth Bottom Size (an era 
m. -w.t. 
Qi Li Yu 29° 59’ 18” N. Pilotage 8.0 Mud 3,000—5,000 
121° 46’ 30” E. 
30° 00’ 18” N 
121° 47’ 30” E. 
Jin Tang 30°00’ 00” N. Pilotage 15.0 Mud & Sand 10,000 
121° 48’ 12” E. 
30° 02’ 30” N 
121° 50’ 00” E. 
Xia Qi 29° 43’ 30” N. Pilotage 17.0 Mud 10,000—100,000 
122° 20’ 30” E. 
29° 46’ 00" E 
122° 21’ 30” E. 
Bei Lun Operating 20.0 Mud Lightening for 
over 10,000 


RESTRICTIONS: Day and night entry and departure possible at Ningbo 
and Zhenhai Port Districts but not at Beilun Port District. 
Tidal Range: Ningbo: Maximum 3.62 m. Minimum 0.92 m. 
Zhenhai: Maximum 3.51 m. Minimum 0.02 m. 
Beilun: Maximum 3.36 m. Minimum 0.40 m. 
MAX. SIZE: Draft Limitation in the Channel: 
Ningbo 5.5m. 
Zhenhai 9.0m. 
Beilun 18.0 m. 
Also see “Berthing”’. 
TUGS: 2370 h.p., 1x 428 h.p., 2x600 h.p., 4x980 h.p., 11,670 h.p. 
and 33,200 h.p. 
VHF: Pilot on Channels 16 and 9. Agent on Channel 12, contact through 
Ningbo Harbour Radio on Channel 16. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englan, 


BERTHING: 
Working Permissible 
District Berth Length Depth Draft/Length Remarks 
No. (m.) (m.) (m.)/d.w.t. 
Beilun 1 351 18.2 17/300 Bulk cargo 
100,000 
2 250 12.0 12/200 
25,000 
3 249 12.0 25,000 
Zhenhai 1 130 9.0 3,000 coal 
2 180 9.5 10,000 = 
5 180 9.5 8.5/135 general cargo 
6 180 9.5 10,000 s 
7 114 7.0 3,000 x 
8 114 7.0 3,000 
9 180 9.5 8.5/150 
10,000 
Chemical 80 7.0 5,000 chemicals 
Crude 1 304 12.0 ; 
Oil 2 304 9.1 11-18/130-200 “ude oll & 
Wharf 3 180 5.2 P 
Ningbo Zhongma 
5 92 4.5 3,000 Passenger berth 
6 80 45 3,000 ' 
8 110 45 3,000 freezing berth 
Baisha 
2 125 5.5 3,000 general cargo 
3 125 5.5 3,000 sf 
4 111 5.5 3,000 
92 5.5 3,000 


5 ; 
CRANES: 16 ton crane at Zhenhai Berth No. 7. 

3 ton crane at Zhenhai Berth No. 8. 
CONTAINER FACILITIES: New berth with length 200 m. and depth 
12.0 m. Two cranes available. 

BULK HANDLING FACILITIES: 2 unloaders x 2,100t.p.h. each. 
2 loaders =< 4,200 t.p.h. each. 

TANKERS: The VLCC “Beilun” is anchored a mile or so off Beilun, 
storing crude oil and other products delivered by smaller tankers from 
the onshore fields. Depth of water 23.0 m. 

The petroleum berth is operated by Sinochem, Ningbo branch, and 
accepts at one end loading product tankers and at the other discharging 
crude oil tankers. 

Also see “Berthing”’. 

STEVEDORES: 
Weekdays: 0730 hrs. — 1130 hrs. 

1200 hrs. — 1600 hrs. 
FRESH WATER: Available. 
FUEL: Available. 
REPAIRS: Facilities available. 
TIME: GMT plus 8 hours. GMT plus 9 hours in Summer. 
GENERAL: 
Storage: Warehouse: 46,900 sq.m. 

Open Storage: 260,000 sq.m. 

Exports/Imports: Oil, ore, coal, fertiliser, timber, steel, cement and 
containers. 
DEVELOPMENTS: A new project, to build a berth capable of handling 
200,000 ton vessels in Beilun Harbour, was recently approved by 
China's Government. 

Beilun Harbour is one of the 3 harbour areas of Ningbo Port, which 
serves as one of the four international ocean shipping hubs along the 
coast of Mainland China. 

Presently, Ningbo Port operates 19 berths, of which a 150,000 ton 
pepo: a 100,000 ton berth and several 50,000 ton berths are in Beilun 

arbour. 

The new 200,000 ton berth will be one of the major steps to make full 
use of the deep-water coast line of Beilun Harbour. It will be the largest 
of its kind in China. 

Construction of this new 200,000 ton berth is expected to begin in 
1992, if the detailed pian is well-implemented. The new berth may begin 
to handle ships at the end of 1994. 

Beilun Harbour is about 100 km. away from China's biggest city, 
spenoel. and one of China’s most productive areas, the Yangtze River 

elta. 

The channel of Beilun Harbour is generally deeper than 20 m. The 
shallowest point of the channel is 17.6 m., which means that a vessel 
of 200,000 tons can be accepted in the harbour. 

According to an initial survey, the harbour has 13.km. of deep-water 
coastline for construction of berths for vessels of 100,000 — 
200,000 tons. Harbour officials have indicated that they could build 
30 more berths to raise the harbour's capacity to handle over 100 million 
tons of cargo per year. 

Much of the imported iron ore, China buys from Australia and Brazil, 
are carried by 100,000 ton ships. When these ships reach Beilun 
Harbour, half of the cargo is unloaded, in order to reduce the draft of 
the ships, for eventual discharge at Shanghai’s Baoshan Steel Mill's 
private berth. 


SHIPMASTER’S REPORT: May, 1983. 
Bellun 
Port Limits: The port is part of Ningbo Port Complex and situated at 
approx. Lat. 29° 55.7’ N., Long. 121° 52.6’ E. Port consists of a pier 
accommodating 1 ship of 100,000 d.w.t. and a pier accommodating 
2 ships of 25,000 d.w.t. — See B.A. Chart 1429. 
Documents: 
12 copies Crew List (preferably Chinese forms). 
1 copy Customs List (Chinese form mandatory). 
2 copies Health Declaration (Chinese forms mandatory). 
4 copies List of Narcotics (free form). 
2 copies Master’s Report (Chinese forms mandatory). 
12 copies Passenger List (free form). 
4 copies Arms and Munitions List (free form). 
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Regarding Customs List: Following to be declared: tobacco, spiry 
watches, cameras, radios, tape-recorders, T.V. sets, video recorde, 
Gold, silver jewels, foreign currency. All electronic equipment ay 
cameras to be named with brand, number, etc. 

Pilotage: Following received by cable from agents before arrival: "Fro, 
outer sea steer to position Lat. 30° 10’ 15” N., Long. 123° 03’ 205 
Then, course 218°to reach position Lat. 29° 45' 00’ N., Long 
122° 40’ 36” E. at 8.3 miles from Tung Ting Tae L/H bearing 326°. The 
course 270° steering directly to pilot station between Lat. 29° 44’ 30"y 
— 29° 46’ 00” N. — Long. 122° 20’ 30” E. — 122° 22’ 30” E. Use of othe 
channels is forbidden. Please contact Pilots through VHF Channel \ 
one hour before arrival pilot station.” 

Call: Ningbo Pilot VHF Channel 16. Pilot boards from pilot vessel whic 
comes from Ningbo. Pilot vessel is same size as a large harbour-ty 
white hull and long white superstructure. Funnel placed aft-part > 
superstructure, and painted in chinese colours — red band with yell 
stars. Equipped with radar and VHF. Difficulties experienced » 
contacting Pilot on arrival and the difficulties are believed to be becaus 
of distance from the pilot vessels stationed in Ningbo and the ship waiting 
on the above pilot station. 

3 Pilots boarded the ship, and the ship continued via the narrow by 
deep strait of Shih-Peng-Chiang. 

Anchorages: Above designated pilotage area considered to be a go 
anchorage for large vessels. Minimum depths of 10 fathoms. Currey 
setting NW and SE with rates up to 4 knots. 

Restrictions: No information on restrictions upon entry. The Strait ¢ 
Shih-Peng-Chiang and inwards to the port was found to be well equippe: 
with lighthouses and other navigational aids (not shown on the char 
Shore based Decca-radars cover the area and give instructions to Pilos 
during navigation in these waters. The outermost of the radar station} 
situated in approx. position Lat. 29° 44.4’ N., Long. 122° 18.3’ E. Oy 
vessel arrived at pilot station on LW. Echo-sounder was used and ther 
was not found to be less water than charted. 

Max. Size: The port is designed to accommodate 1 ship of 100,00 
d.w.t. and 2 ships of 25,000 d.w.t. Minimum depth on the outer-pier sai 
to be not less than 18 m. on LLW. 

During ship's stay in Beilun at Outer Pier the LLW depth alongsié 
the pier was found to be 22.30 m. Only measured by echo-sounder. 
Health: No special requirements. Ship cleared by Health Authorities afte 
arrival. 

Radio: No special instructions. During voyage cables regarding ET: 
and arrival-conditions were sent to Penavico Beijing and Penavic 
Ningbo via Shanghai Radio XSG. When within range Ningbo Radio wa 
used (XSN). 

VHF: See “Pilotage”’. 

Radar: See “Restrictions”. 

Tugs: 2 tugs of 3,200 h.p. stationed in port. Very efficient. Meet ship: 
off the pier using tug’s lines. They handle vessels “Japanese style" r 
making fast on ship's sides. 

Berthing: The port consists of 2 piers built out into the sea, parallel 
the coast. The piers are connected to the coast by a long bridg 
estimated 3 km. long. The density of water was measured to be 101i 
but varies. 

The outermost pier is used for large vessels. It is equipped with: 

sonar docking system, which shows the distance between the pier ar 
the ship's bow and stern, and the vessel's approach speed in cm. pe 
second. This pier is for bulk cargo discharge only. It is well protects 
with large rubber fenders. The pier is high and fenders keep ship so lz 
from the pier that most ships unable to use normal accommodatic’ 
ladder. Necessary to use gangway at right angles to the ship. % 
gangway supplied from shore. 
Cranes: The outermost pier is equipped with 2 large gantry cranes wt 
grabs. They are Japanese built Hitachi-cranes 30 ton SWL. Grabs use 
are 9.5 cu.m. The cranes discharge from ship to a belt conveyor leadit 
to storage facilities on shore. Estimated length of conveyor belt 3.5 kn 
During our stay the cranes did not work in wind force exceeding 10.8m 
sec., or in dense fog. Also not working during periods of rain. y 

The innermost pier is equipped with 2 plants designed for loadin 
bags into ships. The plants are fed with bags from 2 belt conveyo' 
coming from the storage/packing area on shore. The bags slide fror 
the top of the plant to the ship's hold via a “‘snail’’. 

None of the piers are designed for anything other than dischargit 
bulk or loading bags. Maximum discharge rate unknown. Our ship, whe 
was unloading potash was guaranteed 1,500 tons per day but more the’ 
5,000 tons per day was experienced. Only one crane was used, and! 
was only working slowly, because of delays in the packing area. All cay 
from the ship was bagged immediately after discharge. 

Stevedores: Labour arranged by Agent. Working day and night witho! 
any stops, weather permitting. 

Medical: Seaman's hospital in Ningbo about 45 km. from the port. 
Density: Varying with tide but average 1019. Water discoloured by mu! 
Fresh Water: Available from pipes on the pier. Delivery rate 18 tp? 
Approximate cost 1.5 Yuan/Tons. 

Fuel: No fuel on the pier. Not known if any bunker supply in the areé 
Consuls: None. 

Hatches: Operated by ship's crew. 

Customs Allowances: On arrival each man had max. 1 bottle of spi® 
and 200 cigarettes. No objections was made to this. No cabins wet 
searched. Neither were the Chief Steward's lockers with spirits, be 
and slop chest checked. Chief Steward was allowed to take out any® 
the above mentioned goods for use during stay in port. 

Cargo Gear: All cargo work carried out with shore gear. 
Repatriation: Arrangements can be made. Crew members * 
transported to Shanghai by ship or train. 

Time: GMT plus 8 hours. 

Holidays: None. : 
Shore Leave: Crew members not allowed to go outside the gate situal# 
on the shore end of the bridge connecting pier to shore. Distance 
pier to gate about 3 km. There is a seaman’s club in Ningbo. On requ® 


the club will arrange tours and sightseeing. The cost for a tour to Ningbo 
and return to the ship is 7.5 Yuan per man. é 
identification Cards: Shore passes are issued on arrival. Each time a 
crew member steps ashore or comes aboard the ship, the shore pass 
and national passport should be shown to the Emigration Officer. 
watchman: An Emigration Officer is constantly on board checking 
rts each time people leave or come to the ship. 
Telephones: Telephone placed on board for convenience of Agents, 
Stevedores, etc. . 
Regulations: Following received by cable from Agent before arrival: “Not 
permitted to use radio transmitters at anchorage or in port unless 
emergency. Must keep main engine, steering gear, rudder indicator, 
telegraph communication equipment, whistle/siren, gyro compass 
aters, radars and echo sounder in good condition, but not permitted 
to use any of them unless allowed by Pilot. Photographing and survey 
are not allowed in Chinese territorial waters, stay at anchorage or in 
port. The above regulations must be observed strictly.” 
Delays: No delays observed. j 
General: A ship's chandler from Ningbo is able to deliver all usual kinds 
of provisions. 
Agent will arrange for laundry. ’ 
During the stay | was invited to see the packing area. The potash 
from the belt conveyor to 8 spouts, which weigh out the cargo and 
Pre into bags. Each spout capable of average 45 t.p.h. | was told that 
more equipment would be installed this year thereby doubling the 
packing capacity. Behind the packing house, there was a large area 
where ore of various kinds, which was discharged from large bulk- 
carriers at the outer pier, could be stored. The ore is reloaded into smaller 
ships at the inner pier using the same plants as when loading bags. 
These plants are designed for both bags and bulk. The loading rate of 
ore is said to be up to 4,000 t.p.h. 
Agent: China Ocean Shipping Agency, Ningbo Branch. No agent's port 
office at Beilun. No telex available from Ningbo. Cables from ship to 
Owners/Charterers and vice versa are taken by car to/from Ningbo which 
makes communication slow and expensive. 


SHIPMASTER’S REPORT: December 1985 

Location: Beilun Oil Terminal in position 29° 57.4’ N., 

about 45 km. by road from the town of Ningbo. 

Chart: B.A. Chart No. 1429. 

Documents: 

Required on arrival: 

*5 Crew Lists. 

*1 Personal Effects List (see ‘note’ below). 

*1 Health Declaration. 

1 Vaccination List. 

2 Cargo Manifests (‘Nil’ return if in ballast). 

1 Drugs List. 

"1 List of Arms and Ammunition. 

*3 Copies of Application for Entry and Inspection. 

‘Indicates a Chinese form, others not acceptable. 

On Personal Effects List individual crew members must declare 
radios, cassette players, cameras, watches, jewellery and currency. 

No Stores Lists of any kind required. Bond is not sealed and crew 
issues may be made without restriction. 

Formalities: All Officials board in Quarantine anchorage (believe 

occasionally in Ching Tang Yang). Pratique granted first and then vessel 

berths, remainder of formalities completed alongside. 

Formalities are minimal and consist mainly of checking arrival papers, 
Register and Statutory certificates. No searches, crew inspections, etc. 
2 Immigration Officers (Frontier Police) remain on board throughout 
vessel's stay and require accommodation. 

Approaches/Pilotage: Telex from Agents prior to arrival with information 

as to approach track to follow and position of Pilot Station Anchorage — 

see “copy of telex” below. Communications with Pilot on VHF Channel 16. 

Difficult from outer anchorage due distance involved. Pilot establishes 

contact from pilot vessel or an outward bound ship about 1 hour to 2 

hours before boarding. Pilot boards within Shih Peng Chiang which is 

well sheltered. It should be noted that this approach to Ningbo Gang is 
the only one permitted to foreign vessels and passage is in daylight only. 

Thereafter navigation to anchorages/berth is straightforward. No 
objections raised to use of any of the vessel's navigational equipment 
or charts. Pilot brought his own charts of certain sections which could 
be referred to but not copied. 

From entrance to Shih Peng Chiang inwards there are a considerable 
number of navigation marks and lights not marked on B.A. chart. 

There is a Harbour Radar System with a chain of stations which would 
appear to give complete coverage from outer approaches to Ningbo; 
this was not in operation on either our inward or outward passage. Pilot 
Stated that radar itself was excellent (Decca) but standard of operators 
Poor and information received on VHF link unreliable. 

Copy of Telex: Ningbo approaching guidance as follows please steer 
from high-seas to position 28° 53’ 00” N., 122° 26’ 45” E. 10 miles 
East of Beiyushan lighthouse (disused), therefrom take course of 
013 degrees to reach position 29° 45’ 00” N., 122° 40’ 36” E. at 8.3 
miles from Dongtingshan lighthouse (bearing 326 degrees) stop 
Then A/C 270 degrees and steer directly to p/anchorage (situated 

tween 29° 44’ 30” N.-29° 46’ 00” N., 122° 20' 30” E.- 
122° 22' 30” E.) and must await Pilot there stop Other channels 
forbidden stop Photographing and survey are not allowed after 
entering China's territorial waters stop Please contact Pilot through 
VHF Channel 16 one hour before arrival at p/anchorage and keep 
On listening VHF Channel 16 until Pilot aboard stop Not allowed to 
Use radio transmitter at anchorage unless emergency stop Must 
keep main-engine steering-gear rudder-indicator telegraph 
communication equipment whistle/siren gyro-compass repeaters 
radar and echo-sounders in good condition but not allowed to use 
any of them after arrival at anchorage unless permitted by Pilot 
Stop Above regulations must be observed strictly stop Please 
Confirm upon receiving. 


121° 48.7' E., 


CHINA 


PENAVICO 
Anchorages: 

1. Outer (pilot station) Anchorage as given in pre-arrival telex (See 
“Approaches/Pilotage”.) 

2. ‘Mashi’ Anchorage, to North and N.W. of Tieng-fing Shan 
rend 52.5’ N., 122° 13.6’ E.), which is used for bad weather and typhoon 
shelter. 

3. Quarantine Anchorage in area between Latitudes 30° 00.3’ N. and 
30° 02.4'N. and Longitudes 121°48.0'E. and 121°49.7'E. 
(approximate position). 

Note: Quarantine Anchorage already marked on chart, centred on 
approximate position 29°59.8'N., 121° 46.9'E. is used for small 
vessels only. 

4. There were a number of vessels anchored in Ching Tang Yang 
between the Ore and Oil terminals, apparently awaiting cargo. 

Also a crude oil storage tanker of approximately 220,000 d.w.t. on a 
permanent mooring here. Good holding ground reported at all 
anchorages. 

Radio: Agents: China Ocean Shipping Agency, Ningbo Branch, 20 Xi 
Cao Ma Road, Ningbo, China. Telephone: 55375, 56449, 55744-573. 
Cable address: PENAVICO. Telex: 37028, 35289 NBPEN CN. 

All communications prior to arrival by sat/comm telex without problem. 

W’/T traffic lists copied from Ningbo Radio (M/F only) and Shanghai 
Radio; both stations appeared to handle traffic efficiently. Good weather 
forecasts in English from Shanghai Radio. As mentioned initial VHF 
contact with Pilot difficult. Within the port, Agents may be contacted on 
VHF through ‘Ningbo Harbour Radio’; callon Channel 16 and then switch 
to working Channel 12. Agents listen on Channel 12 but this is the 
preferred method of contact. Use of main transmitter prohibited after 
arrival at pilot station, as is use of sat/comm. 

When in port all cables and telex messages are required to be routed 
through Agents; these can be passed by VHF. If Agent has to collect/ 
deliver messages it can take some time due to distances involved — all 
port offices and telex facilities are at Ningbo town. 

All Chinese personnel dealing with vessel, i.e. Pilot, Agents and Port 
Officials spoke excellent English. 

Tugs: 4 tugs available of 3,200 h.p. 2 tugs used when berthing and 
unberthing, tugs’ lines used. Tugs well handled to Pilot's instructions. It 
was noted that Chinese tankers of about 20,000 d.w.t. berthed/ 
unberthed without tugs. 

Berthing: Vessel moored to Berth No.2. Conventional berth (See “Plan”’) 
with good mooring points and fendering. Ship's gangway used. 

Berthing and unberthing daylight only at any state of the tide; berthing 
in wind up to Force 5/6, unberthing up to Force 8 (Pilot's estimate). 

No mooring boats; all lines passed by messenger with winches 
po pi to each shore bollard (except for springs). Offshore anchor 
used. 

Shore based berthing approach aid on Berths No. 1 and No. 2. Visual 
display on top of jetty house gives speed of approach (cm./sec.) and 
distance off (metres) of each end of vessel. No details available. 

Strong tidal streams (probably up to 5 knots) but run along line of 
berth, i.e. 134° — 314° and did not cause any difficulties. 

Berth exposed to North and N.W.; a Northwesterly gale gave rise to 
some swell movement. 

Maximum permitted draft on berth given variously as 9.0m. and 
12.0 m. Echo sounder indicated a minimum depth of approximately 
15.0 m. at LW but not permitted to sound round the vessel. 

Cargo Facilities: Cargo hoses on Berth No. 2 all of 6 in. diameter and 
handled by ship's equipment and small (mobile) shore crane. 

An English speaking interpreter on duty at jetty head throughout 
vessel's stay alongside. 

Communication between jetty head and pump station/tank farm 
appeared to be slow and difficult. 

Berth No. 1 (of similar construction to No. 2 — See “Plan’”) is 
understood to handle only crude oil imports from North China; apparently 
all by Chinese tankers. 

Berth No. 2 handles all export products. Understand only products 
available are gas oil, gasoline, naphtha and fuel oil. A cargo of 
approximately 20,000 tonnes of gas oil is exported each month. 
No information on other grades. 

Berth No. 3 is for LPG. No information available. 

The previously mentioned 220,000 d.w.t. storage tanker (Chinese) 
(See “Anchorages”) moored in Ching Tang Yang is understood to be 
for transhipment of crude oil (from North China) for export. Equipped 
pee ernie alg type fenders on starboard side. No other information 
available. 

Ballast Facilities: No ballast may be discharged overboard without 
Harbour Master's permission. This is virtually automatic in case of 
segregated/permanent ballast. 

Permission to discharge clean cargo tank ballast must be requested 
in writing and ballast water is subjected to analysis before permission 
is granted. Analysis takes about 6 hours. 

Dirty ballast or ballast which fails analysis, may be discharged ashore. 
Receiving rate approximately 250cu.m.p.h., maximum capacity 
unknown. There is a charge for this, understood to be 1.5 Yuan/ton. 
pict Facilities: Hospital at Ningbo. Transport provided by Seamen's 

lub. 
Fresh Water: Available on jetty at cost of U.S.$1.00/ton. Rate and 
quantity unknown. Also available by barge at Quarantine and Ching 
Tang Yang anchorages but 3 days’ notice required. Cost unknown. 
Fuel: Agents advise that marine diesel and also fuel oil bunkers are 
available but minimum of 7 days’ notice required. 
Repairs: No information on facilities available. Harbour Master's 
permission required for immobilisation of main engines. 
Cargo Surveyors: Zhejiang Import & Export Commodity Inspection 
Bureau who attended for final ullaging and sampling were efficient. 
Repatriation: No difficulties with repatriation of sick crew members or 
arranging routine changes. It takes 1 to 2 days to arrange visas and 
Agents will only arrange flights as far as Hong Kong. Airline Prepaid 
Ticket Advice accepted. 
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Shore Leave: Allowed. Passes issued on arrival b' 
be returned). Transport provided by Seamen's 
arranged through Agent. 
General: Chandler: Not used. Understand meat/fish available at any 
time. Vegetables and salad seasonal. 

Laundry: Available. Not used. Reputed to be good quality service and 
fast. 


Immigration (must 
lub at Ningbo and 


SHIPMASTER’S REPORT: April 1992. 
Berth: Vessel (50,000 d.w.t.) called for loading unleaded Mogas, after 
call at Dalian. 

Vessel anchored at Xia Qi Pilot Anchorage to await Pilot and berth. 
Berth: Shunsan No.3. Hose: 110 in. Loading rate: 2,000 cu.m./hr. 
Documents: On Arrival: 

6 copies Crew List (IMO form accepted). 

4 copies Ship’s Particulars (free form). 

1 copy List of Narcotics (free form). 

4 copies Application for Discharge of segregated ballast water into 

sea (free form). 

As Ningbo was 2nd port in China, all Customs documents were 
handed over to Customs in a sealed envelope. 

On departure: 

4 copies Crew List (only if crew changes). 

1 copy Maritime Declaration of Health for departure of ship (Chinese 

form). 

1 copy Report of Clearance (Chinese form). 

1 copy Report of Chinese Currency (Chinese form). 

All Chinese forms supplied by Agent. 

Entry Inspection: Carried out while vessel was anchored off berth by 
“Joint Inspection Team”. 10 officials representing Customs, Immigration, 
Harbour Authorities, Quarantine Doctor and Agency. They cleared 
vessel before berthing. 

Agents stayed on board while vessel was alongside. 

On departure, same “Team” came on board for clearance. 
Communications: Agent: China Ocean Shipping Agency, Ningbo. 
Cables: Penavico, Ningbo. Telex: 37028 nbpen CN. 

All communications to and from Agent via Satcom without problems. 

Following telex received from Agent before arrival: 

Quote 

Ningbo approaching guidance as follows: Please steer from high-seas 
to position Lat. 28° 53’ 00” N., Long 122° 26’ 45” E., 10 miles East of 
Beiyushan Lighthouse (disused), from there take course of 013° to reach 
position Lat. 29°45’ 00"N., Long. 122° 40’ 36"E., 8.3 miles from 
Dongtingshan Lighthouse (bearing 326°). Alter course to 270° and steer 
directly to Pilot Anchorage (situated between 29° 44’ 30"N. and 
29° 46’ 00” N., and 122° 20’ 30” E. and 122° 22’ 30” E.) and must await 
Pilot there. Other channels are forbidden. Photographing and surveys 
are not allowed after entering China's territorial waters. Please contact 
Pilot through VHF Channel 16 one hour before arrival at Pilot Anchorage, 
and keep listening on VHF Channel 16 until Pilot boards. Vessel not 
allowed to use radio transmitter at anchorage, unless emergency. Vessel 
must keep main engine, steering gear, rudder indicator, telegraph 
communication equipment, whistle/siren, gyro compass repeaters, radar 
and echo-sounding in good condition, but not allowed to use any of them 
after arrival at Pilot bark go unless permitted by Pilot. The above 
regulations must be observed strictly. 

Unquote 

(Radar: Inward and outgoing ships seem to use radar. We switched on 
the radar when inbound, due to rain and fog. Radar was switched on 
when vessel left berth.) 

Shore Leave: 2 immigration guards stayed on board during stay. Shore 
leave allowed from sunset to midnight. Shore passes were returned 
before sailing. 

Delays: The number of cargo surveyors, pilots and tugs are not sufficient, 
which can delay the vessel. 

Joint Inspection Team only works from 0800 hrs. — 1700 hrs. If the 
Joint Inspection Team has been told by Agent that vessel will be ready 
for inspection at i.e. 1600 hrs., and ship is delayed more than 30 minutes, 
they will leave for inspection on another ship. 


QINGDAO (Tsingtao): 36.03 N. 120.20 E. 


Also see “General” before first port. 

PILOTAGE: Available 24 hours. Pilots will board at the pilot station. 
ANCHORAGE: Anchorage in Jian Zhou Bay. The depth of water is 
8.0 m. — 27 m., bottom mud and sand. Vessels of 5,000 d.w.t. — 130,000 
d.w.t. can use the anchorage. 

RESTRICTIONS: Available Depths: 


(See Plan) 


Bulk grain vessels 32 ft. 
Ore carriers 34 ft. 
General cargo vessels 30 ft. 
Oil tankers 41 ft. 


Length: There is no length restriction for vessels at Huang Dao Oil Wharf. 
Tidal Range: Maximum 4.5 m., minimum 0.25 m. 

VHF: Qingdao Radio on Channel 16 throughout 24 hours. 

TUGS: 2 x 1,000 h.p., 2 x 1,670 h.p. and 5 x 3,200 h.p. 
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BERTHING: 
Cargo 
Handling Cargo Cranes; 
Department Wharf Length Berth Handled Pipelines 
: No. (m.) No. 
2n 1 1, 1 r 
ed 2 1 X 16 ton 
3 Bulk Grain 10 X 10 toy 
4 Steel 
5 General 
6 General 
7 General 
8 Passenger 
2 900 9-15 General 
16 Oil Barges 
ist 4 160 25 Timber/Oil Oil Pipeling 
7 360 43-44 Coal 
8 1,795 45-51 Timber, 16 X 10 ton 
Steel, 
Bulk Grain 
52 Containers 2 X 25 ton 
Container 
Cranes 
3rd 6 730 35-36 General 5 X 10 ton 
40 General 
41 Passenger 
42 
4th Huang Dao 222 ~East Berth Oil 


Oil Wharf 180 West Berth _ 

CRANES: See “Berthing’”. 
FRESH WATER: Contact China Marine Bunker Supply Co., Qingda 
Branch. Fresh water lines available at Wharves No. 1, 2, 6 and 7. 
FUEL: Contact China Marine Bunker Supply Co. 
REPAIRS: Facilities available. 
AIRPORT: Qingdao airport. 
GENERAL: 
Stores: Contact Qingdao Foreign Supply Corporation. 
Storage: Warehouse: 57,574 sq.m. 

Open Storage: 340,253 sq.m. 
Imports: Steel, ore, fertiliser, timber and other general cargoes. 
Exports: Crude oil, peanut oil, groundnut cake, corn, cotton, hardwar 
and other general cargoes. 


SHIPMASTER’S REPORT: September 1979. 
Documents: On arrival: 1 Report on Entry, 4 Crew Lists, 1 Import Car 
Manifest, 1 List of specified Articles, Currency, gold, etc. and all ships 
certificates. 
Navigation: BA Chart 876. On passing Cha Lien Tao Island, ca 
“Qingdao Radio” for entry instructions. The outer quarantine anchorag: 
for which Pilot is not compulsory is in position Lat. 36° 02’ N., Long 
120° 18.3’ E. The approach is straightforward and the lighthouses ar 
in good working order. The authorities board at the outer anchorage vi 
pilot ladder from a tug. The use of radar in the harbour area must 
sanctioned by Pilot or Harbour Authorities. All other navigational gea 
may be used as required. 
Communications: Both Agents and Harbour Authorities have VHF wif 
most Channels. When vessel is at Inner anchorage, Agency contac 
vessel twice daily for berthing times, etc. 
Currency: Local Yuan available. 
Draft: Up to 35 ft. alongside at discharging berth — in approach entrance 
off Horseshoe Reef up to 34 ft. depending on tide. 
Agents: China Ocean Shipping Agency are sole Agents. They vis 
vessels twice daily and are also in VHF contact from their office 
Communications with other countries from Qingdao is by cable onl) 
telex is due to be installed next year. 
Medical: Hospital and doctors available. 
Laundry: Excellent and not expensive. 
Provisions: Not expensive but very limited in both content am 
availability. Not to be relied on, especially if in port for short stay. 
Fresh Water: Alongside from quay — 35t.p.h. Also available @ 
anchorage from water barge. 
Time: GMT plus 8 hours. 
Immobilisation: Permitted by arrangement with Harbour Authorities. 
Opening/Closing Hatches: Either ship's crew or stevedores. In the cast 
of the latter, a charge is payable. 
Garbage: Removed when requested by small barge. 
Repatriation: Difficult at present as no regular air passenger flights fror 
Qingdao. Only way would be overnight train journey to Beijing then flig” 
to Europe. 
Repairs: Possible, large repair shops and naval yards in port area. 
Bunkers: Available to Chinese vessels. Gas oil also available if adequét 
notice given. 
Cargo Working: Discharged 24,000 m/tons sulphur in 6.75 working da) 
using shore cranes and grabs. Discharged into railway wagons on i" 
rail tracks also into large “silo” adjacent to the berth. Good standard? 
crane operation. Cargo tonnage discharged determined by draft survey 
performed by Government surveyors and ship's staff. Statement of fac 
drawn up by Agents. 
Watchmen: One gangway guard for inspecting Crew members’ pass® 
Tugs: Four large tugs — one of 3,000 h.p. 
Pilots: Usually three on each vessel — reasonable English. 
Density: Varies between 1020 and 1025. 
Tours, etc.: Tours are arrangeable via the Seaman's Club and are go 
value. There are no shore leave restrictions and cameras may be us® 
Inter ship visiting is allowed also film and book exchanges betwe® 
ships. 

Shore leave is possible from the Inner anchorage by tug. 
Mail: From Europe by air freight via Tokyo and Beijing takes 7 days. 
Bond, etc.: Not sealed or inspected by Authorities. Stores Lists NO 
required. 


Floating Crane: Available, lifts estimated 1 50 tons. : 
General: Stevedore labour appeared plentiful — delays are occurring due 
to large increase in foreign trade. New berths are being planned and 
dredging is taking place continuously. Officials, Agents, etc. most 

asant and helpful and very eager to learn English. It is advisable to 
make a ‘sea protest’ to the Harbour Authorities if any bad weather 


experienced on voyage. 


SHIPMASTER’S REPORT: June 1981. 
Berth: Huang Dao Oil Terminal. 36° 04' N., 120° 13.5’ E. 
Departure Draft: Forward 11.7 m. Aft 12.1 m. 
Charts: BA 1255, 876, 857. Chinese (up to date) 9106, 9408, 9432. 
Approach: Only by ‘defined routes’: 
from: 35° 56’ 24” N., 121° 05’ 00” E. or 35° 43’ 15” N., 120° 53’ 09” E. 
Course 270°T Course 338°T 
to 35°56’ 24” N., 120° 46’ 42” = 
then Course 283°T . : ' 
0 36°02' 00" N., 120° 18' 16" E. — (Pilot boarding/Arrival 
Inspection Anchorage) 
and reverse courses to same positions outward. 
Entry: Arrival inspection formalities carried out at above anchorage, by 
poarding party of 8 persons from Agents, Customs, Immigration and 
Harbour Authority. We arrived at 1700 hrs. and inspection party boarded 
at 0930 hrs. next morning. China Ocean Shipping Agents, 
representatives spoke very good English and most helpful. Chinese 
documents required, including crew declaration form but Bonded Stores 
list not required and Bond not sealed. After inspection, about 30 minutes, 
shifted to Inner Tanker Anchorage with 2 Pilots. 
Agents: China Ocean Shipping Agents, Cable: Penavico 2213 Qingdao. 
VHF: Channel 16 to Qingdao Radio who will give you a channel to 
Agents, usually Channel 11. 
Anchorage: Inner Tanker Anchorage is 1 mile North of Oil terminal with 
varying depths from 11 m. to 30 m. 
Berths: Concrete dolphin structure, adequately fendered. West berth 
max. draft 12 m., berth port side to, approach from North. East berth 
max. draft 13m., approach from South rounding No. 23 buoy to 
starboard when coming from Inner anchorage, Port side to. No shore 
gangway. Connection with flexible hoses so derrick required. Usual 
moorings. Head and stern line dolphins have small winches on them 
but out of order so mooring gang reluctant to handle wires. 
Berthing/Unberthing: Competently carried out by 3 Pilots and 2 tugs. 
Tugs, Nos. 10 and 11 are 3,200 h.p. Gather vessels of our size 
(55,000 d.w.t.), and above only depart during daylight and on HW. 
Cargo: Loaded Shengli Crude API. 23.3, loading temperature 40°C. 
Terminal state maximum loading rate 2,500 tonnes per hour. We 
achieved 1,980 t.p.h. Connection is by 2x10in. ‘Y’ connectors at 
manifold connected to flexible hoses. After completion documents take 
3/5 hours to prepare and bring on board. 
Ballast: As first cargo after dry dock we received permission from 
Harbour Authority to deballast to sea although pumped tank bottoms 
ashore just in case. | gather that it is normal to deballast to shore 
reception at maximum rate of 600 t.p.h. and believe charge per ton is 
quite high so it is prudent to arrive with minimum dirty ballast. 
Repairs: Appear to be quite readily available. We had some boiler tubes 
welded and Chief Engineer reported that the work was competently 
carried out. Chinese surveyors also act on behalf of Lloyd's. 
Fresh Water: Available at anchor from powered barge at 50 t.p.h. and 
also available on terminal but pressure is unreliable. 
Shore Leave: Allowed from anchorage and terminal. Request for launch 
to be passed to Agents by VHF before 1100 hrs. and launch alongside 
around 1230/1300 hrs. and returns from shore between 1700/1900 hrs. 
There is a Seamen's Club with a new hotel attached which was opened 
during our stay. Seamen’s Club will arrange football matches, and 
bg tours. International telephone calls can be made from Agents’ 
office. 
lio A garbage collection boat calls every other day whilst at 
anchor. 
General: During our 16 day stay in June there was fog during some part 
of nearly every day, occasionally dense. 


SHIPMASTER’S REPORT: May 1989. 
Vessel: 35,000 g.r.t., 64,440 d.w.t. Vessel discharged 47,250 tonnes of 
bulk wheat. Length of stay 38 days. 

Vessel arrived with a draft of 12.0 m. and proceeded to Pier No. 8 — 
Berth No. 49 and lightened to a draft of 9.6 m. She then proceeded to 
Pier No. 1 — Berth No. 3. 

Self-sustaining vessels may lighten into barges at the anchorage. 

uments: icers from Harbour Master's office, Quarantine 
Department, Customs, Immigration and Agent's office board the vessel 
upon arrival at the Inner Quarantine Anchorage. 

The following documents are required on arrival: 

2 Reports of Entry for Foreign Going Vessels. 

2 Reports of Articles Restricted for use in port. 

5 copies Crew List (IMO Form accepted). 

4 copies Passenger List (Not required if no passengers on board). 

2 Lists of specified articles (Foreign currencies, gold, silver belonging 

to ship or members of crew). 

1 copy Maritime Declaration of Health. 

1 copy Ammunition List (Not required if no ammunition on board.) 

1 copy Bonded Stores List. 

3 copies Ship's Particulars. 

1 copy Vaccination List (required if the vessel coming from a 

Suspected country). 

2 copies Ports of Call within last 6 months. 

1 Copy Import Manifest. 

| copy Bills of Lading. 

st Port Clearance and all ship's certificates submitted for 
Sxamination on board. 

fter 'nspection, Harbour Master's officers issue 30 days, 60 days, or 

days optional Tonnage Dues Certificate as requested by the Master. 


CHINA 


Pilotage: Compulsory. Pilotage available throughout 24 hours. Master 
should send ETA at Chaolien Dao to Harbour Master through Qingdao 
Radio 24 hours in advance, any change of ETA must be advised. VHF 
Channel 16 may be used to contact pilot station after passing Chaolien 
Dao. Within pilot area limited with a circle 3 cables radius centered on 
position Lat. 36° 02’ N., Long. 120° 18.02’ E., 1 senior Pilot and 1 junior 
Pilot board the vessel from a tug boat, which displays pilot signal while 
on duty. 

Anchorage: Vessels may anchor South of pilot area, according to Pilot's 
instructions, without a Pilot, otherwise Inner Quarantine Anchorage is 
used. In case of congestion, West of Inner Quarantine Anchorage may 
be used. Good holding ground. 

Health: Vessels should hoist ‘Q’ flag on arrival. Pratique is obtained at 
the Inner Quarantine Anchorage on arrival. 

Radio: Qingdao Radio (XST). 

VHF: Qingdao Radio on Channel 16, Pilot on Channels 16 and 14, 
Sinoagent on Channel 74 and Penavico on Channel 11. 

Tugs: 7 xX 3,200 b.h.p. tugs operating in the port. Tug’s lines are used 
for berthing and ship's lines for unberthing. Tugs join the vessel before 
entering breakwater. Number of tugs to be used depends on Pilot's 
advice and Master's demand. Generally, 2 tugs used for large vessels. 


Berthing: 
Pier Berth Cranes & Use 
No. No. 
1 V2 8 x 10 tons and 1 x 15 tons. Coal cargoes. 
3 5 x 10 tons. Grain cargoes. 
4, 5, 6, 7, No cranes. Bulk and general cargo. 
2 8.9.10; 11, Equipped with cranes. General cargo and ore 
12, 13, 14 cargoes. 
3, 4,5 For naval vessels. 
6 36, 37, 38 4 x 10 ton. General cargo and No. 38 generally 
for bulk sand. 
ve Coal loading terminal for small size vessels. 
8 45 Clean bulk cargo. 
46 Bulk ore. 
47 Bulk ore and logs. 
48 Logs and large foreign passenger vessels. 
49, 50 Lightening deep draft vessels. 
50, 51 Sugar and occasionally foreign passenger 


vessels. 

Berths No. 45, 46 and 47 equipped with 
13 x 10 ton cranes. 

Berths No. 49, 50 and 51 equipped with 
11 x 10 ton cranes. 

Berth No. 52 (between Piers No. 5 and 8) and Berth No. 53 (at the 
East end of Pier No. 5) are used by container vessels. Also the berth 
between Piers No. 6 and No. 1 is used by Chinese passenger liners. 
The berth between Piers No. 1 and No. 2 is for tugs and passenger 
catamarans. The berths between Piers No. 2 and No. 3 and Piers No. 3 
and No. 4 are for naval use. 

All shore cranes are on rails and all cargo piers except Berths No. 4 
and No. 48, are rail-served. Cargo can be handled direct between ship 
and train. 


Stevedores: Gangs are arranged by the Agent. Crane operators are 
competent. Hold sweeping is done by stevedores. Generally a few of 
the foremen can speak English. 

Medical: 24 hours’ advance notice is required for medical attention. 
Arranged by Seamen's Club through Agent. All hospital facilities 
available. Dental facilities available. 

Density: 1022.5 at low water and 1024 at high water observed by ship 
but draft surveys at 1024 all the time. 

Fresh Water: Good quality water available by pipeline at Piers No. 1, 2 
and 6 and by barge at all berths at the other piers and at the anchorage. 
Rate 50 tonnes/hr. Cost U.S.$ 1.0 per ton by pipeline and U.S.$ 3.0 per 
ton if supplied by barge. 

Fuel: Fuel comes from Dairen and all grades are not available at all 
times. Appropriate advance notice is required. Minimum supply quanti 
for fuel oil and diesel oil is 100 tonnes. MDO is not available, only LD! 
and HDO available at Qingdao. 

Consuls: No consuls locally. Nearest at Beijing. 

Dry Docks/Repairs: One dry dock for vessels-up to 30,000 d.w.t. at 
Fushansuo Bay. All kinds of temporary repairs can be undertaken to 
foreign vessels. 

Surveyors: Only Z.C. China Classification Society acts on behalf of other 
classification societies when authorised. 
Gangway/Deck Watchman: Gangway watchman 
Maintained by ship's crew. 

Hatches: Opening/closing hatches is optional. If by ship’s crew, Master 
has to sign a formal paper on arrival. 

Customs Allowances: For the first 10 days, 2 cartons of cigarettes and 
1 bottle spirits for each crewman. 15 cartons of cigarettes and 5 bottles 
spirits for the Master. Seal can be opened on request after 10 days. 
Repatriation: Possible. 

Airport: Located at about 37 km. N.W. of Qingdao. It only has 
international connections with Hong Kong. Regular flights once a day 
on Monday, Wednesday and Saturday, sometimes there is an extra flight 
on Sunday by China Airlines only. 

Time: GMT plus 8 hours. Summertime is kept from first Sunday after 
April 10th until September. 

Communications: Cable, telex, direct telephone and Fax available for 
all over the world from the agent's office. Direct trunk calls also available 
from large hotels. 

Shore Leave: Permitted from 0700 hrs. — 2400 hrs. with 1.D. and shore 
passes which are issued by Immigration Officer on arrival. The shore 
Passes are valid for all Chinese ports to be called at consecutively. Shore 
leave is also possible from the Inner Quarantine Anchorage by launch 
on request. 


compulsory. 
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Regulations: \f shifting more than 100 m. or from berth to berth, use of 
Pilot is compulsory. 
proval must be obtained from the Harbour Superintendency 
Administration in advance through Ship's Agent, if the following are to 
be undertaken whilst in port. 
1. Hull painting 
2. Deck cleaning and washing 
3. Discharging of ballast water and bilge water (including tail shaft 
water). 
4. Discharging of hold washings (including crude oil tanker washing). 
5. Use of oily water separating equipment to dispose of any sewage 
containing oil. 
6. Using any type of dispersants. 
7. Discharging sewage and waste oil into reception facilities. 
8. Funnel cleaning and boiler water discharging. 
9. Discharging of any harmful or corrosive substances into the harbour. 
10. Whistle testing. 
Approval is generally received from the Agent orally. 
Provisions & Supplies: Limited kinds and amounts available at low prices 
through ship’s Agent (ships supply branch). Chinese charts also 
available. 
Garbage: Collecting service is available by barge at anchorage and by 
truck at berth if requested. 
Agents: There are 2 governmental agents at Qingdao. 
1. China Ocean Shipping Agency Co. Cables: Penavico—Qingdao. 
2. China Marine ie Agency Co. Cables: Sinoagent — Qingdao. 
Telex 32132 TRSQ DCN. 
Both Agents have VHF. 


AUTHORITY: Qingdao Harbour Administration Bureau, 4 Dai Gang Yan 
Road, Qingdao, People’s Republic of China. Te/: 27641. Contact: Bai 
Wen-Xuan, Deputy Director. 


QINHUANGDAO (Chinwangtao), including Shanhaiguan: 
40.00 N. 119.30 E. (See Plan) 


Also see “General” before first port. 
NOTICE: Chinese Notice June 1984. 

Anchorages with bearings and distances from Nanshan Tou light (Lat. 
39° 54.6’ N., Long. 119° 36.9’ E. approx.): 

(a) Oil tanker anchorage. Sector between bearings 100° and 110° and 
distances 3.0 miles and 7.0 miles. 

(b) East Anchorage. Sector between bearings 110° and 135° and 
distances 3.0 miles and 7.0 miles. 

(c) West Anchorage. Sector between bearings 165° and 190° and 
distances 3.0 miles and 5.0 miles. 
PILOTAGE: Compulsory. Pilotage is undertaken day and night. Pilot 
boards at the Pilotage Quarantine Anchorages. 
ANCHORAGES: There are 3 anchorages in the Port of Qinhuangdao. 
1. Eastern Pilotage Quarantine Anchorage: 


Location: A sector area with Nanshantou Lighthouse as its 
centre, lying between the true bearings of 119° and 
135° and between two arcs of 3 miles and 7 miles in 
radius. 

Depth: 14.0 m. 

Bottom: Mud and sand. 

Vessel size: 50,000 d.w.t. 


2. Western Pilotage Quarantine Anchorage: 


Location: A sector area with Nanshantou Lighthouse as its 
centre, lying between the true bearings of 165° and 
190° and between two arcs of 3 miles and 5 miles in 
radius. 

Depth: 12.0 m. 

Bottom: Mud and sand. 

Vessel size: 35,000 d.w.t. 


3. Anchorage for Tankers: 


Location: A sector area with Nanshantou Lighthouse as its 
centre, lying between the true bearings of 110° and 
119° and between two arcs of 3 miles and 7 miles in 
radius. 

Depth: 14.0 m. 

Bottom: Mud and sand. 

Vessel size: 50,000 d.w.t. 


RESTRICTIONS: Entry and departure possible after sunset. 
Draft limitation in channel is 13.5 m. 

MAX. SIZE: General Cargo: LOA 200 m. and draft 11.5 m. 
Coal and Oil: LOA 230 m., beam 22.5 m. and draft 12.5 m. 
VHF: Qinhuangdao Radio on Channel 16 throughout 24 hours. 

TUGS: 7 x 3,500 h.p. and 3 x 167 h.p. 
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BERTHING: 
Berth Length Depth Cargo handled 
No. (m.) (m.) 
2 123.44 5.6 General cargo and bulk 
3 87.00 4.5 Petroleum 
4 107.26 6.5 Coal 
o 151.70 9.0 General cargo and bulk 
6 151.70 9.1 General and bulk 
7 151.70 10.0 Coal 
8 200.50 9.5 Coal 
9 200.50 9.5 Coal 
10 253.50 11.1 General and bulk 
11 253.50 11.1 General and bulk 
12 (Closed) 
13 202.00 11.6 General and bulk 
14 230.00 10.7 General and bulk 
15 230.00 10.6 General and bulk 
16 171.00 12.1 General and bulk 
IZ 250 10.2 General and bulk 
18 210 10.2 General and bulk 
19 210 10.2 General and bulk 
101 278 9.9 Crude oil 
102 278 10.3 Crude oil 
103 340 13.5 Crude oil 
201 252 13.0 Coal 
202 252 13.0 Coal 
203 300 13.3 Coal 
204 300 13.1 Coal 
301 340 14.8 Coal 
302 340 14.8 Coal 
303 340 14.8 Coal 
304 240 6.5 General and bulk 
Bunkers 200 4.3 Oil 


CRANES: 1 x70 tonne floating crane. 

STEVEDORES: First shift: 0730 hrs. — 1930 hrs. Second shift: 1930 hrs 
— 0730 hrs. (Sundays and holidays included). 

MEDICAL: Facilities available. 

FRESH WATER: Available. 

FUEL: Available. 

REPAIRS: Facilities available for repairs to large vessels. 

TIME: GMT plus 8 hours. Summertime GMT plus 9 hours from May 4¢ 
until September 14th (1986). 


DEVELOPMENTS: 
Berth Depth Remarks 
(m.) 
General Cargo (2nd phase) 12.0 335,000 d.w.t. 
3x 15,000 d.w.t. 
General Cargo (3rd phase) 12.0 235,000 d.w.t. 
320,000 d.w.t. 
10.5 2x 20,000 d.w.t. 
Coal Terminal (By Year 2000) 5x 20,000 d.w.t. 
12.0 335,000 d.w.t. 
Crude Oil Terminal (3rd phase) 1x 100,000 d.w.t. 
13.5 235,000 d.w.t. 


SHIPMASTER’S REPORT: March 1981. 

Lat. 39° 54.6’ N., Long.: 119° 36.7’ E. 
Chart: BA No. 3378. 

Documents: 

5 copies Crew Lists. 

1 copy Import Manifest. 

1 copy List of Specified Articles belonging to Ship and/or Members of Cret 

1 copy Maritime Declaration of Health. 

Anchorage: |n case there is ice at anchorage in Winter it is advisabt 
to anchor further off and not pay out too long scope of chain. 

Also see “Notice”. 

Pilotage: Pilotage is compulsory for foreign vessels entering and leavit 
the port. Pilots board ships at pilotage/quarantine anchorage. Pilota? 
is undertaken day and night. Pilot boat (tugboat) displays ! 
International Pilot Signal when on pilotage duty. There are aboui * 
Pilots available. Pilots can speak and understand English sufficiently 
Channels: |n port there are three channels. Original channel, né& 
channel and oil pier channel. 

Original channel is about 1.7 miles in length, 100 m. in width and 9* 
to 10.4 m. depth. It is used bys berthing and leaving the large pier a 
the small pier. 

New channel about 0.9 miles in length, 100 m. in width and 9.4 m.* 
10.4 m. in depth. It is a branch of the original channel and is used® 
ships berthing and leaving the new pier. 

Gil pier channel is about 2 miles in length, 100 m. in width and 10.7° 
in depth. It is used by ships berthing and leaving the oil pier. 
Berthing: 


Name Capacity 
Small pier Berth No. 2 1 x 5,000 ton 
Large pier Berth No. 4 1 x 7,000 ton 
Large pier Berth No. 5 1 x 10,000 ton 
Large pier Berth No. 6 1 x 10,000 ton 
Large pier Berth No. 7 1 x 10,000 ton 
New pier Berth No. 8 } 1 x 10,000 ton 
New pier Berth No.9 ! Pier B 1 x 10,000 ton 
New pier Berth No. 14 } 1 X 10,000 ton 
New pier Berth No. 15) Pier A 1 x 10,000 ton 
Oil pier East Berth 1 x 10,000 ton 
Oil pier West Berth 1 x 10,000 ton 


radio: Foreign ships calling at this port may according to International 
Radio Regulations communicate with Qinhuangdao Coastal Radio 


a rveee Qinhuangdao Radio 
Call sign XSE 
Medium frequency (kHz) 486 
Hours of service 0000 — 2400 
High frequency (kHz) 8484 
Hours of service 0600 — 2400 


Time of traffic list At H + 10 each given hour. 
There is VHF Channel 16 at port control and Channel 11 at ‘Penavico’ 
ents. To call Agents first call port control and then change to Channel 
11 after informing the vessel's intention to use VHF. _ ; 
General: The port is equipped with lifting machinery, tippers, universal 
lifting machines, belt conveyors. Cargo is unloaded directly into railway 
wagons. Coal loading is done by conveyor belts. Hatches are opened 
ship's crew. Stevedores are not competent in derrick work. 
Stevedores work in three shifts of eight hours each commencing at 0600 
hours. Discharging rate is fully dependent on availability of wagons. 
There are 11 tugs available. Fresh water and fuel are available by boats. 
Limited provisions are available. 
There is a Seaman's club in the city, well equipped with recreation 
facilities. A trip to Great Wall of China can be arranged through the club. 


SHIPMASTER’S REPORT: June 1990. 

Port: Sub-Port of Shanhaiguan. 

Location: 10 miles E.N.E. of Qinhuangdao. 

Exports: The Port is now a major exporter of coal and oil. China exported 
15.29 million tons of coal during 1989, and a majority passed through 
this Port. 

The Port aiso exports soyabean meal, maize and pig iron, in small 
geared vessels up to a maximum draft of about 6.5 m., mostly working 
cargo at Berth No. 1. 

Radio: ETA to be sent to “Penavico Qinhuangdao”. 
Pilotage: Pilot boards at Qinhuangdao. 

After passing Joint Inspection, vessel is piloted to an anchorage off 
the Port of Shanhaiguan, pilot then returns to Qinhuangdao. 

Dockyard pilot, with the assistance of Dockyard and/or Qinhuangdao 
tugs, berths the ship. 

Health: Formalities take place at Qinhuangdao Quarantine Anchorage. 
Standard Chinese forms used. 
Berthing: 
Berths No. 1 — 4: Length 450 m. Max. draft 6.5 m. 
Berths No. 5 — 6: Length 300 m. Max. draft 6.5 m. 
Cranes: 

Berths No. 1 — 4: One crane for repair work. 

Berths No. 5 — 6: Two cranes for repair work. 

Mobile cranes available. 

Fuel: Available from Qinhuangdao by barge. 
Dry Docks: 

1 dry dock 240 m. x 38 m. x 6.0 m. over sill. 2 cranes available. 

1 dry dock 170 m. x 28m. x 6.0 m. over sill. 2 cranes available. 

1 x 63 tonne crane and 6 x 25 tonne cranes available. 

Shan Hai Guan Shipyard, Tel: 551131. Telex: 27131 QH SHG CN. 
Fax: 0335-551350. The Shipyard also monitors VHF Channel 12. 
General: Telephone, Fax and Telex facilities available. 

Agency and ship chandler services are from Qinhuangdao, about 
45 minutes drive. 

The Port is an hour's walk from the seaward end of the Great Wall of 
China, described as “The Old Dragon's Head”. 

On sailing, a Qinhuangdao pilot is required to take the vessel to the 
Joint Inspection Anchorage. Only after Outward Clearance has been 
completed, can the vessel sail, which may cause delay. 


AUTHORITY: Qinhuangdao Port Adminstration, 6 Haibin Road, 
Qinhuangdao, The People’s Republic of China. Tel: 34812-3522. 


Telex: 271051 QH PEN CN. Cables: 2156 Qinhuangdao. 
Contact: Huang Guo-sheng, Port Director. 


QUANZHOU: 24.53 N. 118.41 E. 
PILOTAGE: Compulsory. Pilotage undertaken during daylight hours 
ANCHORAGES: 


Size of 
Name of Anchorage Depth Bottom Mooring Vessels 
; (m.) (d.w.t.) 
Bai Oi 5.0 Mud and sand 3x 2,000 
XiuTu 7.0 Mud and sand 2x 5,000 
Bei Wu Jiao 8.0 Mud and sand 2x 5,000 
Shi Hu 11.0 Mud and sand 2 x 10,000 
Seven Star 12.0 Mud and sand 2 x 15,000 


Tide: Regular semi-diurnal tide. 
Sse Range: Maximum 6.3 m. Minimum 5.1 m. Maximum tidal difference 
RAD, m. Average tidal difference 4.52 m. 

7 10: Radio Quanzhou — Call Sign XSM 4. 

h frequency communication: Hours: 0800 hrs. — 1800 hrs. 

nding frequency 8525 kHz. 

Receiving frequency 8368 kHz. 

Sdium frequency communication: Hours: 0000 hrs. — 2400 hrs. 

Sending frequency 470 kHz. 

Receiving frequency 500 kHz. 


CHINA 


VHF: Channel 16 and Channel 12 for pilot station and Penavico 
Quanzhou (Agency). 

Quanzhou Radio on Channel 16 throughout 24 hours. 
TUGS: 2600 h.p. 
BERTHING: Capacity: 2x500 tons, 11,000 tons, 
25,000 tons and 1 x3,500 tons (oil tankers only). 
CRANES: 25 tons, 1x8 tons, 2x10 tons, 2x16 tons and 1 x36 tons. 
STEVEDORES: Working Hours: 0700 — 1600 and 1600 — 0100. 
TANKERS: Xiaocuo Terminal: The Terminal accepts tankers of 
100,000 d.w.t. with draft 16.0 m. for discharge of crude oil. 
FRESH WATER: A fresh water barge with 200 tons capacity is always 
available. 
FUEL: Contact Penavico Quanzhou. 
REPAIRS: No facilities available. 
GENERAL: Provisions: Contact Penavico Quanzhou. 
Storage: 

Warehouse: 8,448 sq.m. 

Open Storage: 43,800 sq.m. 
Imports/Exports: Stone and its products, salt, grain, coal, building 
materials and petroleum. 
AGENT: China Quanzhou Ocean Shipping Agency — Penavico. 
Tel: (0595) 253106, 250941-3. Fax: (0595) 258709. 


13,000 tons, 


QUINZHOU: 21.49 N. 108.35 E. 


SHIPMASTER’S REPORT: July 1994. 


LOCATION: The port opened in February 1994 and is located in position 
Lat. 21° 49’ 30” N., Long. 108° 35’ 12” E. 
ANCHORAGE: Vessel was unable to enter port due to draft restriction 
(vessel's draft 9.32 m.), so anchored in position Lat. 21° 28’ 42” N., 
Long. 108° 31’ 54” E. in depth 10.5 m. There is a yellow buoy close to 
this position, in position Lat. 21° 29’ 28” N., Long. 108° 35’ 51” E. 
VHF: There is a port radio station, but vessel requires a Chinese 
speaking person on board as no English spoken. 
CARGO OPERATIONS: Vessel discharged into barges with ship's 
cranes. 
REPORT: Charterer’s Information sent to Master: 

The anchorage outside the port is 1,600m. x 1,600 m. square. 
A maximum of 4 vessels can anchor. 

Centre point of anchorage is Lat. 21° 29’ 28” N., Long. 108° 31’ 51” E. 
10,000 ton Whart: 

(1) 180 m. long. 

(2) Depth of pool port 9.4 m. 
Feature of tide level: 


(1) Average several years high tide level +3.66 m. 

(2) Average several years low tide level +1.15 m. 

(3) Average tide differences +2.51 m. 

(4) Highest tide differences +5.52 m. 

(5) Highest tide level of recent years +5.83 m. 

(6) Lowest tide level of recent years —0.59 m. 
SANYA: 18.14 N. 109.30 E. (See Plan) 


PILOTAGE: Compulsory. Pilot boards in Quarantine/Pilot anchorage. 
ANCHORAGE: Quarantine/Pilot Anchorage: Depth 20m.— 28m. 
Bottom: Mud. Max. Size: 50,000 d.w.t. 
Sheltered Anchorage: Depth: 5.0 m. —16.0 m. Bottom: Mud and sand. 
Max. size: 50,000 d.w.t. 
Loading/Discharging Anchorage: Depth 8.0 m. — 16.0 m. Bottom: Mud. 
Max. size: 50,000 d.w.t. 
RESTRICTIONS: Entry and departure possible day and night. Depth in 
channel 7.0 m. 

Tidal Range: 0.06 m. — 2.26 m. 
VHF: Sanya Radio on Channel 16 (24 hours). 
TUGS: 2248 h.p., 1x 400 h.p. and 1300 h.p. 
GENERAL: Floating Cranes: Available if notified in advance. 
Supply Services: Arranged by Hainan Autonomous Prefective Sanya 
Ocean Shipping Supply Corporation. 
Stevedores Working Hours: As per advanced arrangement with Haikou. 
Warehouse and Open Store Space: 

Warehouse: 9,034 sq.m. 
Store Space: 51,000 sq.m. 

Main Imports and Exports: 

Imports: Grain, cement, chemical, fertilisers, coal and steel. 

Exports: Salt, sugar, rubber and local products. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englan 


SHANGHAI: 31.14 N. 121.28 E. 
Also see “General” before first port. 


DOCUMENTS: China Ocean Shipping, Shanghai Branch, as ship's 
Agent, must submit to Shanghai Customs one complete set of the cargo 
manifests covering all the cargoes to be discharged at Shanghai 
(including the transit cargoes via Shanghai) for the declaration and the 
clearance within 24 hours after the completion of the joint inspection. If 
there is any shortage of the cargo manifests such as the incomplete 
cargo manifest or the missing/omitting of some bills of lading, the Agent 
is forced to bear the penalty (maximum RMB 30,000.00), in accordance 
with the Customs Law in order to improve the quality of the cargo 
manifest and other relevant documents from abroad. 

In consideration of the above, principals are kindly requested to pay 
special attention to this matter and ensure that all the documents, 
especially the cargo manifest, made and sent by principals should be 
perfectly correct. Otherwise, the Agent will transfer all the fines imposed 
upon them by Shanghai Customs to the ship owner or the agents at the 
loading ports. 

Also see “General” before first port. 

PILOTAGE: Compulsory. Pilot available 24 hours. Working VHF 
Channels 16 and 6. 

Pilot boards in position Lat. 31° 03’ 34” N., Long. 122° 08’ 14” E. 

Send ETA at the outer roundabout, when at least 4 nautical miles 
from it, on Channels 6 or 16. Vessels making for North Passage should 
make a safety broadcast 3 nautical miles before entering it and on entry, 
broadcast their name and the time. Vessels intending to navigate in 
Yawosha Channel should be equipped with VHF Channel 6. 
RESTRICTIONS: Vessels may enter and sail day and night. 

MAX. SIZE: Maximum fresh water draft in channel is 9.5 m. 
Tidal Range: Maximum 3.45 m., minimum 2.60 m. 


(See Plan) 


VHF: 
Station Hours Channels 
Penavico 24 11 or 27 
Sinoagent 24 73 or 74 


TUGS: 7 x 980h.p., 5 x 1,670h.p., 1 x 1,900h.p., 1 x 2,200 h.p.,3 
x 2,600 h.p., 5 x 3,200 h.p. and 1 x 3,500 h.p. 


BERTHING: 
No. of 
Cargo Deep No. of 
Handling Total No. Water Cargo Shore 
District Length of Berths Berths rary Handled Cranes 
(m.) (m. 
Dongchang 813 8.0-—10.0 General 2 
Mingsheng 615 3 3 9.0-—10.0 Bulk Grain 8 
Huishan 1,121 8 _ 8.0-— 8.5 General, 9 
Passengers 
Timber Timber, 
Handling Co. 758 5 4 9.0-10.0 General 10 
Gaoyang 1,114 z 5 8.5-10.0 General, 6 
Passengers 
ars 2 308 2 2 10.0 General 6 
‘oal 
Handling Co. 2,199 15 8 9.5 — 10.0 Coal 35 
Xinhua 1,584 9 9 10.0 Iron Ores, 19 
Fertiliser 
Zhanghuaban 1,324 it 7 10.0 Containers, 14 
General 
Jungonglu 1,600 9 6 8.0 — 10.0 Containers, 9 
Hazard 
cargoes 
Gongqing 993 10 — 3.0- 5.0 Construction 11 
Materials 
Fuxing 560 — 40- 45 Coal, = 
General 
Baoshan 1,330 8 6 8.0 Containers, 5 
General 
Wujing 2,422 28 8 8.5 General 3 
Passenger 
Terminal 1,060 10 —_— 5.0 Passengers —_— 


be Prorat is requested for the vessels over 9.5 m. draft by floating 
platform of Shuangfenghai at Luhuashan before entering the port. 
CRANES: Floating Cranes: 1 x 32 tons, 1 x 63 tons,1 x 200 tons, 1 
x 500 tons, 1 x 2,500 tons. 

Also see “Berthing”. 
SPECIALISED CARGO HANDLING FACILITIES: 
Chemicals/Fertilisers: The special berths for handling bulk chemical 
fertiliser have a quay length of 149 m. able to accommodate one 20,000 
d.w.t. vessel. The berth are equipped with screw-type continuous ship- 
unloaders, portal cranes and an enclosed horizontal conveyor system. 
Modern bagging facilities are available in the port. 
Bulk Grain: With a quay length of 384 m., the mechanised bulk grain 
handling wharf can accommodate a 25,000 d.w.t. ocean-going vessel 
and a smaller coastal vessel simultaneously. 6 pneumatic ship- 
unloaders are available alongside with capacity of 150 — 250 tonnes per 
hour each. The bulk material discharged from ship is transported to the 
sile of 51,000 cu.m. via an enclosed horizontal conveyor. 
Timber: Handling of timber takes place at 4 specialised berths with a 
total quay length of 689 m. for 10,000 d.w.t. ocean-going vessels as well 
as at mooring buoys. The terminal has a stacking yard of 40,000 sq.m. 
and a river basin of over 10,000 cu.m. for timber storage. Timber is 
handled with 6 portal gantry cranes of 10 tonnes capacity and other 
specialised equipment. 
Containers: 7 container berths capable of accommodating Second 
Generation container vessels are equipped with container cranes 
alongside. A 380,000 sq.m. container yard is served by 20 transtainers 
for box stacking operations and 264 electrical plugs for reefer box 
storage. The 2 container handling districts are served by railway for easy 
access to trunk railway system across the country. 
MEDICAL: Hospitalisation possible at the Seaman's Hospital, 505 
Dongchan Zilu, Shanghai. Tel: (86-21) 5414600. 
TANKERS: See “Shipmaster’s Reports”. 
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FRESH WATER: Available by barge and alongside. 

FUEL: Available 

REPAIRS: Facilities available. Contact Shanghai Foreign Vesy 
Repairs, 6 Pudong Xiao Nanmatou, Shanghai. Tel: (86-21) 8849912 
AIRPORT: Shanghai International Airport is 30 km. from the port. Dy 
free shops and hotels available. 

GARBAGE DISPOSAL: Available by contacting Shanghai Ocee 
Shipping Agency (Penavico), 13 Zhongshan Road (E.1). Tel: 3290089 
Plastic bags are provided on board by Fuxing Shipping Service Co. » 
60 Yuan (RMB) per time. Collection time between 0800 hrs. ay 
1600 hrs. every Monday, Wednesday and Friday. 

WASTE OIL DISPOSAL: Available by contacting Penavico. The servic 
is undertaken by a designated environmental team using tankers 
Charges are imposed according to amount of waste oil. 

SEAMAN’S CLUBS: Shanghai International Seaman's Clit 
60 Huangpu Road, Shanghai. Tel: 3251500, 3245265. Sh 
Seaman's Club is an entertainment company for international an 
domestic seamen. There is an area of 12,000 sq.m. in the new buildin 
containing 105 suites with modern facilities; all kinds of souvenirs, wines 
arts, ceramics, antiques, wares, precious drugs, food, embroiders, sez 
engravings are available in the shopping centre. In addition, a billiay 
room, table tennis, video, chess, mah-jong and reading room, elect; 
games, post office, barber, restaurant, bar and a multi-functional hall fy 
200 members will open to seamen. 

CURRENCY: Renminbi (RMB), Foreign Exchange Certificate (FEC, 
Currency exchange is available through Bank of China and othe 
designated agencies. 

DEVELOPMENTS: The 1990's have witnessed a rapid progress in por 
development. Anticipated cog? traffic through the port will be up & 
200 million tonnes by the end of the century, embracing 1.20 millic: 
TEU of international containerised cargoes. Both rehabilitation and ne 
marine facilities build-up (Waigaogiao, Luojing and Jingshanzui) ay 
under upmost prior consideration. 4 marginal berths of Waigaogia 
Marine Facility (Phase |) will be on stream by year 1994, followed 
inland basin facilities of Phase II. 

Located at South bank of Changjiang River, 17 km. West to Wusor 
Kou, is Luojing Marine Facility, specialised for coal and iron ore handling 
First phase comprising 2 coal-offloading berths is to commen: 
construction in 8th 5 Year Plan period (1991 — 1995) and more facilities 
to be constructed in the following 5 years, this will result in eventu: 
removal of bulk handling facilities out of densely residential areas. 

Jingshanzui Marine Facility has a geographically advantageou 
position on the North bank in Hangzhou Bay with deep water alongsié 
for accommodation of third generation container vessels (two berths 
before the end of the century. 

Two deep water berths and an 80,000 ton silo system are unde 
construction in Minshen District. The facilities for coastal passenge 
traffic is to be constructed while some container handling gear is being 
delivered to the port which will eventually bring about improve 
performance. 


SHIPMASTER’S REPORT: October 1980. 

Shanghai pilot vessel will now give orders about proceeding inward 
to pilot vessel or remaining outside at designated anchorage. Pil 
checked to make sure we had anchored in the correct anchorage 
Channel buoys as per “Guide to Port Entry”. See “Circulars — Guide t 
foreign vessels calling at Shanghai — Para 3(c)”. These buoy positions 
and descriptions were transmitted to vessel but only 4 hours befor 
arrival at channel entrance. Pilot vessel tends to be between Buoy Nos 
14 and 18. All other information in the Shipmaster’s reports appears t 
be still valid. 

Since about July 1980 foreigners changing money ashore are issue 
with Bank of China foreign exchange certificates, likewise if drawir 
cash from Agent. Denominations of 50, 10, 5, 1, 0.50, 0.10 yuans. Th 
certificates (like banknotes) are printed with the following: 

“The yaun expressed in this certificate is equivalent in value to tt 
Renminbi yuan. This certificate can only be used within China @ 
desi = places. No request to register its loss will be accepted } 
the Bank”. 

The Renminbi Yuan is the official currency unit. Designated place 
are Seaman's Club, Seaman's Store and Friendship Store. The ™ 
former have cheaper prices for seamen. Other designated places at 
the tourist hotels. 

For tankers, authorities require a Cargo Manifest of nil calg 
no special form required. 

For entry papers the official Chinese forms must now be used LJ 
‘Report of Entry for Foreign-Going Ship, Crew List and List of Specife 
Articles, Foreign Currencies, Gold, Silver belonging to Ship and’ 
Members of Crew’. If not available on board before arrival then vess 
must now transfer the information to the Chinese forms. 

If vessel coming from what they describe as a cholera infected px 
then the following are required. A statement of ballast quantities 4% 
disposition (required from clean port also) and where the ballast cai 
from, i.e. open sea or which river. They are most concerned that * 
ballast is imported from a cholera infected port. Ballast is inspected 
quarantine officials and the slightest “rainbow” on top means the te 
one third of that tank will have to be pumped into a barge. They will © 
give statement to say they consider any tank is not suitable to put 
overboard into river. A statement of where you last took fresh walt 
amounts taken and amounts remaining on board. They analysed 
water from Bangkok and declared it was not very good and chiorinalé 
the drinking water tank and also the wash water tanks but again the 
would not give a statement to say what was wrong with it, the 
do not give a certificate to say the tanks have been chiorinated. As 
of stores taken at any ‘cholera infected port’. If any fresh stores we" 
taken then samples are taken ashore for analysis. Obviously, it is b® 
to endeavour to ascertain beforehand whether they consider your ® 
port cholera infected. 

Other papers required are crew declaration (to include makers name 
for items like watches, radios, etc.). Ten copies of Notice of Readine* 


They do not consider a vessel ready until all ballast has been discharged. 
did not require lists of bridge navigational equipment or lists of 
echnics or lists of radio equipment. 
ht dues are payable for 3 months or 30 days. For 30 days, dues 
are calculated at Yuan 0.90 per nett registered ton. For 3 months it is 
more expensive. ; : 

At Quarantine Anchorage, accommodation required for 2 guards. 
Atberth same required plus accommodation for 2 Customs Officials, 
{ Agent and possibly 1 cargo surveyor. ' 

inspection is carried out on arrival at the Quarantine Anchorage and 
prior to departure berth. This was just the entry and departure formalities. 
No search was made and there was no crew assembly. Passes issued 
to everyone and collected prior to sailing. b 

Apparently fresh water and bunkers are available. There appeared to 
be no restrictions on use of radar, echo sounder, binoculars, etc. 

Gasoline ~argo loaded was about average S.G. with a loading 
temperature of 23.5°C. Cargo papers on sailing are manifests and Bills 


of Lading only. 


SHIPMASTER’S REPORT: July, 1984. 

Shanghai Entrance. Buoys as follows: 

AAA Changkiangkou Lightvessel Lat. 31° 03’ 30” N., Long. 122° 23’ 1” E. 

BBB Changkiangkou Lightbuoys M1 H11-H20 replaced by Buoys 44 — 49. 
Buoy 44 Lat. 31° 03’ 22” N., Long. 122° 19’ 52” E. Fl. 3/10 secs. 
Buoy 45 Lat. 31° 03’ 14” N., Long. 122° 16’ 58” E. Fl. 3/6 secs. 
Buoy 46 Lat. 31° 03’ 06” N., Long. 122° 14’ 02” E. Fl. 3/10 secs. 
Buoy 47 Lat. 31° 03’ 00” N., Long. 122° 11’ 06” E. Fl. 3/6 secs. 
Buoy 48 Lat. 31° 03’ 34” N., Long. 122° 08’ 14” E. FI. 3/10 secs. 
Buoy 49 Lat. 31°04’ 11” N., Long. 122° 05’ 26” E. Fl. 3/6 secs. 

Pilot vessel moving in/area Buoys 47 — 49 serving/as pilot station. 


SHIPMASTER’S REPORT: January 1986 
Documents: The following papers are required by the Port Authorities: 

1 copy Maritime Declaration of Health. 

2 copies Report of Entry for Foreign Going Vessels. 

4 copies Crew List. 

1 copy List of Specified Articles, Foreign Currency, Gold, Silver 

belonging to the ship or crew members. 

1 Import Manifest. 

The following certificates and papers are to be submitted for 
examination by the Port Authorities: 

Registry Certificate. 

Tonnage Certificate. 

International Load Line Certificate. 

Derat Certificate. 

Deck and Engine Log Books. 

Tonnage Dues Certificate. 

Manifest of Cargo for Discharging and Transit Cargo. 

Oil Record Books. 
Clearance: Clearance of the vessel usually takes place at the Shanghai 
Quarantine Anchorage located in the following position between the 


buoys: 

Buoy No. 25 Lat. 31° 20.8’ N., Long. 121° 39.7’ E. 

Buoy No. Q1 Lat. 31° 21.9’ N., Long. 121° 37.8’ E. 

Buoy No. 29 Lat. 31° 23.0' N., Long. 121° 35.9’ E. 

Buoy No. Q4 Lat. 31° 23.5’ N., Long. 121° 36.3’ E. 

Buoy No. Q3 Lat. 31° 22.6’ N., Long. 121° 38.4’ E. 

Buoy No. Q2 Lat. 31° 21.8’ N., Long. 121° 40.4’ E. 

Atter clearance vessel proceeds for berthing/mooring. Occasionally 
Port Authorities instruct Pilots to proceed direct for berthing/mooring and 
Entry Clearance of the vessel carried out after berthing or mooring. 
Navigation: B.A. Charts No. 1601 and No. 1602 proved most useful 
when entering the South Channel in order to receive Pilots. 

The positions and new numbers of the buoys are indicated below: 

Changjiang Kou Lightvessel _Lat. 31° 03.4’ N., Long. 122° 23.2’ 

Buoy No. 1 (ex-Buoy No. 44) Lat. 31° 03.4’ N., Long. 

Buoy No. 2 (ex-Buoy No. 45) Lat. 31° 03.2’ N., Long. 

Buoy No. 3 (ex-Buoy No. 46) Lat. 31° 03.1’ N., Long. 

Buoy No. 4 (ex-Buoy No. 47) Lat. 31° 03.0’ N., Long. 

Buoy No. 5 (ex-Buoy No. 48) Lat. 31° 03.6’ N., Long. 

Buoy No. 6 (ex-Buoy No. 49) Lat. 31° 04.2’ N., Long. 

Buoy No. 7 (ex-Buoy No. 50) Lat. 31° 05.4’ N., Long. 

Buoy No. 8 (ex-Buoy No. 51) Lat. 31° 06.6’ N., Long. 122° 00.2’ E. 

Buoy No. 9 (ex-Buoy No. 52) Lat. 31° 07.6’ N., Long. 121° 57.7’ E. 

The characteristics of all the above buoys of the South Channel are 
Red/White with radar reflector on top. 

The South Channel is used for vessels in light condition or vessels 
with a draft up to 7.5 m. (FW). 

Pee ihe Channel is used for large vessels or vessels with a draft 
5m. 
_ The numbering of the buoys of the North Channel is still the same as 
indicated on B.A. Chart No. 1602 but in the near future this channel will 
also be re-numbered. 
Pilotage: During good weather the pilot vessel is anchored in position 
Lat. 31° 03.8’ N., Long. 122° 07.2’ E. and Pilots board vessels between 
ys Nos. 5 and 6 in the South Channel. 

For vessels using the North Channel, boarding area is between 
Changjiang Kou Lightvessel and Buoy No. 1 of South Channel. 
hart bad weather or strong winds Pilots board between Buoys 

0. 6 and No. 7 of South Channel and occasionally near Buoy No. 8. 

For entry or departure through the South Channel all ships navigate 
anti-clockwise within a radius of 1.3 miles of the Changjiang Kou 
Lightvessel but clear of an inner radius of 0.3 miles centred on 

Nangjiang Kou Lightvessel and then entering South Channel within 
500 m. North of the line joining mid-channel Buoys No. 1 — 9 or 500 m. 

Bj of the line joining mid-channe!l Buoys No. 1 — 9 on leaving. 

ilots listen on VHF Channel 16, and give instructions to vessels 
Pha Bear berthing at Shanghai. They also give instructions as to the 
llots ding position. Foreign vessels contact the pilot station at 
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0845 hrs., 1115 hrs., 1515 hrs. and 1915 hrs. to enquire if they are on 
the daily list for entering. 

Local Agents “Penavico Shanghai” also inform vessels by cable via 
Shanghai Radio of berthing pro and Pilots’ boarding time. 
Two Pilots board vessel and they stay on board until vessel is berthed 
or moored. 

Anchorage: Vessels anchor in the area indicated to the S.E. of 
Changjiang Kou Lightvessel (between 30° 35’ N. and 31° 00’ N. and 
between 122° 25’ E. and 122° 32’ E.). 

Due to strong current and tide at least 6 — 7 shackles are 
recommended when anchoring in the above anchorage. 

Radio: All telexes transmitted to Agents via Singapore Radio and 
Shanghai. Agents “Penavico” relay cables via Shanghai Radio only. 

The following information is required by the Agents: 

Forward and aft arrival draft (Salt Water). 

Crew/Passengers on board and if all healthy. 

Ports of call from Loading Port with dates of arrival/departure each 


rt. 

Quantity of main provisions, drinking water, ballast water on board 
and when and where taken. 

Derat or Derat Exemption Certificate, port and date of issue. 

“Penavico” use VHF Channel 11 for all ships when giving any 
information required by the vessels. 

Berthing: All berthing information received from the Agent via VHF. 
Berthing or shifting carried out day and night. 

For discharging of soyabean oil, vessel moored to Buoys No. 81 — 82 
located on the ninth section of the river. The actual berth for soyabean 
oil is a small wooden pier used only by small coasters and barges. During 
mooring 1 tug used only for pushing. 4 headlines and 1 slip wire used 
forward and only 4 stern lines used aft. 

No ballast water can be discharged into the river without the 
permission of the Harbour Master. 

For a short period (6 — 8 hours) the Port Authorities (through the Agent) 
give permission for eq inspection and overhauling of pistons. 
Discharging: Notice of Readiness tendered on vessel's arrival at the 
Outer Anchorage but accepted by “Penavico” after berthing and only 
during office hours. 

Cargo Surveyors (3 persons), board vessel and check the quality of 
the cargo, taking ullages and samples. The Surveyors company is the 
national firm China Commodity Inspection Bureau. 

After cargo inspection and test, and if they find cargo in good order, 
they give permission for discharge to commence. No ship's papers or 
cargo calculations signed by them. 

Cargo discharged into barges at a maximum rate of 350 tonnes/p.h. 
through a flexible 6 in. hose. Each barge has a capacity of about 350 — 
500 tonnes. There is always a shortage of barges. For a quantity of 
10,000 tonnes the discharging time is usually 4 — 7 days. 

The daily quantity discharged was: 

Day 1 — 350 tonnes (1 barge). 

Day 2 — 685 tonnes (2 barges). 

Day 3 — No discharging. No barges available. 
Day 4 — 1,250 tonnes (3 barges). 

Day 5 — 1,745 tonnes (4 barges). 

Day 6 — 2,200 tonnes (5 barges). 

Day 7 — 3,515 tonnes (9 barges) maximum. 
Day 8 — 485 tonnes (1 barge). 

The daily maximum quantity which they can receive is approximately 
3,500 tonnes. 

After seat alt squeezing of the cargo the Surveyors inspected 
all the tanks carefully and gave their own Dry Certificate. If there is a 
difference between the ship’s figures and shore figures, vessel's 
departure is postponed until a final settlement is reached. 
ities 2 tugs are used for unmooring, one each end, using tugs’ 
ines. 

Large vessels always use 2 Pilots and they speak good English. The 
Pilots use the ship's whistle a lot in order to keep the main channel clear 
as no safety regulations followed by small craft, barges, ferries, etc. 

Both anchors to be ready for use at all times when berthing/unberthing. 
Facilities: Free transportation by a small ferry is available from the ship 
to the ferry station. 

Two guards and 1 Customs Officer stay on board from arrival until 
sailing. 

Provisions, stores, bunkers and water are available with 2 — 3 days’ 
notice. The water is not very good quality so should be avoided if 
possible. Bonded stores are not sealed. Port Authorities and Agents are 
very pleasant and polite. The vessel did not face any problems during 
entering, stay alongside or when leaving Shanghai. 


SHIPMASTER’S REPORT: March 1986. 

Vessel anchored with 6 shackles in the water; Changjiang Kou 
Lightvessel bearing 277°x9.5 miles. Strong winds (Force 6) were 
experienced and vessel rolled 20°. Ebb tide is stronger than the flood. 
All messages were on to the Agents via W/T, who keep watch 
24 hours on VHF Channel 11, but there was no answer. Entry and 
departure is through the South Channel (Nancao Hangdoa). Changjiang 
Kou Lightvessel and the buoys are in position as marked on Chart No. 
1602; but no racon was observed on any of the lightvessels. Light Buoy 
Nos. 44 onwards are re-numbered as Nos. 1 onwards; and are red and 
white can buoys with spherical topmarks. The lightvessel and all the 
buoys are to be passed on the port side. 2 pilot vessels were cruising 
between Buoys No. 5 and 6 and Pilot boards from a small boat coming 
alongside. 

Vessel had to anchor for Free Pratique at Woosung Quarantine 
Anchorage, which was granted in 30 minutes. After the vessel was tied 
up at berth between Buoys No. 44 and 45, Customs and Immigration 
boarded the vessel (4 peopie). The following documents were required: 
6 Crew Lists; 1 Private Property List including currency; List of Provisions 
and where purchased; quantity of fresh water, ballast and where and 
when taken; List of Ports of Call during last 30 days. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englan, 


All passports and health books to be collected. Bonded Stores not 
sealed. No separate List of Foreign Currency on Board required. Foreign 
currency can only be changed at “Friendship Stores”, Seamen's Club 
or big hotels in exchange for specially made notes for use of foreigners 
— but can also be used in any other stores or hotels. No restrictions on 
the use of VHF, radar, echo sounder or any other navigational 
equipment. Cargo Manifest was sighted. 

Two officials from Customs and Immigration stay on board and a cabin 
has to be made available. Everyone has to show shore passes before 


ing ashore. There is a launch eve 


hour — last one at 2330 hrs. 


harges U.S.$10.0 per day for every ship on the buoys. 


SHIPMASTER’S REPORT: July 1993. 
Chimbusco Terminal: 
1. On route to Changjiang Kou Anchorage numerous fishing nets are 


Po 


10. 


11. 


12. 


encountered. 
At anchorage, contact Shanghai Pilots on VHF Channel 16. 


. Depending on draft, vessel enters/leaves via North or South 


Channel. 


. Essential to calculate tidal predictions. - Beware of squat. 
. Ordered and received new B.A.Chart No. 1603. B.A.Charts 


No. 1601 and 1602 were updated to latest Notice to Mariners 
received. 

In spite of this, it is necessary to obtain updated Chinese charts 
regarding Shanghai area, because when comparing B.A. No. 1603 
and the local chart, some differences regarding the channel were 
noticed. 

Several changing depths “Notes” 


regarding channel 
B.A.Charts as well as on the local charts. 


on 


. Although visibility between 150m. and 3 miles on route to pilot 


station (and during transit), South Channel pilot services were not 
suspended. 


. Pilot boarded between Buoy No. 4 and No. 5 South Channel. 


Pilot not in possession of charts. 
Outward bound pilot disembarks between Buoy No. 3 and No. 4 
in the South Channel. 


. Vessel proceeds to Anchorage No. 1 and anchored 1 mile E.N.E. 


off Chimbusco Terminal. 


. At this anchorage, Immigration authorities board vessel. 


Documentations required: 

All Certificates. 

4 copies Crew List. 

Personal Effect List. 

Firearms “Nil” Declaration. 

Passengers “Nil” Declaration. 

Chinese Customs forms to be completed by Master, including 
Chinese forms Maritime Declaration of Health and Animal/Plant 
Declaration form. 


. When documentation completed, vessel proceeded to jetty where 


ponte was carried out by same pilot who boarded at South 
annel. 
Vessel moored 4 hours before low water. 

Due to many ship movements at that time, only 1 tug (estimated 
1,400/1,500 h.p.) available. 

Although wind Force 1 — 2 (BF) during mooring, pilot showed 
concern. 

According to pilot, current is 2 — 4 knots. 

No mooring launches and mooring winches available. 


Moorings: 
Forward: First: Starboard anchor (1 shackle). 
Secondly 5 head lines. 
Thirdly: Breast rope 
Last: Spring. 
Aft: First: Spring (leading forward). 
Secondly Spring (leading aft). 


Last: 5 stern lines. 

Note: Only one bollard available for 5 head lines forward, and one 

bollard for 5 stern lines aft (See “Plan’). 

When alongside plotted GPS position on Chinese Chart No. 9504. 

As can be seen on chart (See “Plan”), there is a deviation in 
position. 

(1) As GPS position obtained from satellite, navigation systems are 
normally referred to the World Geodetic System (WGS), 
adjustments for plotting such positions are not known, but it 
should not be assumed that they are negligible. 

(2) Due to the fact that GPS type on board is a 2D fix type, 
accuracy (95%) approximately 100 m. 

Ship's draft 7.20 m. even keel (fresh water). 

Low water 07/07/93: 2200 hrs. LT. 

Transducer of echo sounder situated in fore peak tank. 

At low water calculated depth forward 11.00 m. 

Remarks: 

See Note 11: Looking at Chart No. 9504, where ship's position is 
plotted, you may expect the vessel on the port and aft side to be 
within the 10 m. sounding line. 

According to information given by Penavico Shanghai Agency, 
Terminal restrictions are LOA 180 m. draft in F.W. 9.5 m. 

On July 9th at 0830 hrs. (LT), soundings on the port side of the 
vessel were taken. 

See tidal predictions (See “Plan"). 

Draft of vessel at 0830 hrs.: Forward 1.00 m., aft 7.15 m. 


Density: 1005. 

Results: Calculated Dep’ 
In way of No. 1 Port C.O.T. 11.10 m. 
In way of No. 3 Port C.O.T. 10.95 m. 
In way of Manifold Port 10.50 m. 
In way of No. 6 Port C.O.T. 10.30 m. 
In way of Pump Room 10.40 m. 
In way of Aftship Port 10.25 m. 


13. Vessel discharged light diesel. Average rate 600 cu.m./hr. we 
1x6 in. discharge hose. Maximum back pressure 5 Bar. 

14. According to Loading Master, this berth is normally used by bunky 
barges. 

Safety: 

. No Safety Check List by shore — supplied by ship. 

On all manifolds (shown on sketch), hoses are connected, none» 

them are blanked. 

. No fixed fire or foam installation on jetty. 

. No international ship/shore connection on jetty. 

Portable fire extinguishers on jetty: Three (1x P50 and 2x Pg), 

Only one bollard available forward for 5 head lines, and one bollay 

aft for 5 stern lines. 

. Jetty illumination is poor. 

. Small electric hose crane on jetty in way of middle manifok 

Intrinsically safe: Unknown. 

. On all hoses on jetty is mentioned (with paint) 91/09/07. Probab) 

a date (test pressure not found). External damage to discharg 
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se. 

10. Telephone No./VHF channel in case of emergency not supplied. 

11. Non-smoking area indication limited and almost unreadable. 

12. Some fenders missing/damaged. Concrete edges of jetty bad 
damaged in a few places. 


SHIPMASTER’S REPORT: November 1993. 
1. Approach to Changjiang Anchorage: Good radar targets are th 
islands of Maan Liedao. Anchorage heavily crowded. Vessels ar 
anchoring anywhere. A lot of small craft and fishing vessels passing 
On arrival md wate eg we had strong Westerly winds and a good Easter 
current running. We anchored with 7 shackles in water. Arrival draft z 
anchorage 7.50 m. (even-keel) = 7.75 m. (FW). Vessels have to anchy 
on arrival awaiting entry arrangements for Shanghai. 
2. Pilot Information: VHF contact with “Shanghai Pilot” on Channel 16 
Pilots will pass boarding time and position. Same information als 
passed by “Penavico Agency” via telex. 

Care has to be taken with the Pilot boarding position. We were orders: 
to pick-up Pilot at Buoy No. 5 at South Channel. This information wa; 
wrong, vessel would have been aground in this position. 


3. Approach to Pilot Boarding Position: We roached from 
Changjiang Kou Anchorage to Shey rap Kou Light Buoy, turning into 
the “roundabout” heading for Buoy No. 1 of South Channel. The ligh 


buoy was a replacement buoy (no Racon) and a very poor target, an 
was difficult to locate between all the small craft. Visibility at that tim 
was about 3 miles. A strong Easterly current was running and we 
apeed between Buoys No. 1 and No. 2, with an under-keel clearance 
of 1.0 m. 

The pilot vessel was heading towards Changjiang Kou Light Buoy as 
about 6 vessels were queueing up at the “roundabout” for the passage 
via South Channel. 

The Pilot boarded at 0730hrs. from a small pilot cutter (spee¢ 
3-4 knots) and we turned to starboard heading for the North Channel. 
4. roach North Channel: All other vessels were redirected to the 
North Channel. Due to Pilot information, the water depth in the South 
Channel was only 5.0 m. Depth shown in B.A. Charts No. 1602 an 
1603 are not reliable and are changing. We picked up speed and were 
the only vessel in the “convoy” turning into the North Channel. The 

issage was done with “Pitch 7” and rising tide. 

The pilot boarding area at “Beicao Hangdao” is cancelled due t 
strong tidal streams. Care has to be taken when entering the Beicao 
Channel (d to 7.0 m.), and a good helmsman is required as the 
bottom width of the channel is only 250 m. — 300 m. and a strong curren 
was setting to the Northwest. 

The bar at wr se neg is dredged to 9.0 m. 

Three hours after Pilot , we anchored at the “Large Vess? 
Anchorage No. 2”. Care to be taken for slowing down ship's speed f° 
time, as the current was setting from the stern and with rudder hard-l¢ 
starboard, vessel was swinging into the crowded anchorage wit 
starboard anchor 1 shackle in water and engine astern dragging intoé 
suitable position. 

5. Approach to the Huangpu Jiang: Vessel had to anchor for abou 
2 hours, until the ebb tide starts running, before the approach is done 
to Wusong Kou. 

When entering the Huangpu Jiang, the call sign and berth numbe' 
(advised by Pilot) have to hoisted. Two crew (officer and bosur 
required on fo’csle to stand-by both anchors until moored. The Huangp: 
Jiang is heavily crowded with all kinds of craft and vessels. Pilot use 
the whistle continuously to make his way through the traffic. There is 
discipline on this waterway. There were 10 “near misses” befor 
reaching the berth. Another dangerous situation occurred when vesses 
ahead stop in the river. With the help of 2 tugs, we were kept in positio" 
until the transit commenced. Both tugs (new) of 3,200 h.p. each, wel 

uipped, also used for mooring alongside Quing Ning Shi Wharf. It was 

difficult to come alongside as small craft always passed between she 
and berth. 
6. Quing Ning Shi Wharf: Once in position, the mooring operation was 
quite smooth. Sufficient line handlers and 1 heey etre available 
Mooring with “Atlas ropes” is a great advantage. Both tugs staye 
alongside for pushing until vessel moored. For moorings see “Pla 
Section”. 

The tank inspection and the discharge can be called a normal ar 
smooth operation. Discharge with 2 pumps into 26 in. flexible hoses 
connected to an 8in. shore line. There was no interruption dunn 
discharge. Signals to be hoisted advised by Harbour Master. To shor 
side flag “B” or 1 red light, to riverside flags “R" above “Y” or gree’ 
above red light (pass tanker slowly). 

Discharge rate 1,000 cu.m./hr. 

7. Departure Shanghai: Departure condition — Total ballast onboa 
8,300 tonnes. Draft forward 4.20 m., aft 6.80 m. (fresh water). 

On departure, Pilot requested vessel to minimise the draft aft © 

maximum 6.40 m., due to transit via South Channel. Ballast was 


atemally to reach the required draft (F: 4.6m. A: 6.4m. (F.W.)). 
unmooring during slack water (low water) at 1020 hrs. with 2 tugs. 
Forward tug required ship's rope. 

vessel proceeded to turning position upstream between mooring 

No. 38 and 40, passing newly built bridge which said to have 
59 m. clearance. Vessel's air draft was 42 m. Vessel was turned by 
Dtugs without any tug lines. The passage downstream the Huangpu 
jiang was similar to arrival. Once Wusong Kou passed, the passage via 
Se gouth Channel can be called a normal transit. Passing South 
Channel from Buoy No. 77-1 — Juidan Light Vessel to Buoy No. 2, the 
ynder-keel clearance was not more than 1.0m. Pilot disembarked 

n Buoy No. 7 and No. 8 at 1610 hrs. Changjiang Kou Light Buoy 
was unlit, water depth slowly increasing. A strong S.E.'ly current was 
observed while passing the South Channel. 

At 1730 hrs., Changjiang Kou Light Buoy was passed and vessel 

on voyage. 

Documents: The following documents required by Customs and 
immigration in order to complete the necessary port formalities: 

1. Port Clearance from Last Port. 

2. Load Line Certificate. 

3. Safety Radio Certificate. 

4. Safety Equipment Certificate. 

5. Safety Construction Certificate. 

6. Certificate of Registry. 

7. Civil Liability Certificate. 

8. 1.0.P.P. Certificate. 

9. International Tonnage Certificate. 

10. Derat Exemption Certificate. 

11. Tonnage Dues Certificate of China (Valid for 1 month). 

12. Certificates of Competancy. 

Documents to be prepared before arrival Shanghai: 

7 copies Crew List (Ship’s Form). 

1 copy Crew Personal Effects List (Ship's Form). 

1 copy Foreign Currency List (Ship's Form), not required this voyage. 

1 copy Maritime Health Declaration (Chinese Form). 

1 copy Ship's Stores List (Ship's Form). 

2 copies Reports of Entry for Foreign-Going Ships (Chinese Form). 

1 copy Passenger List (Plain Form). 

1 copy Arms List (Plain Form). 

2 copies Report of Clearance (Chinese Form). 

1 copy Vaccination List (Ship's Form). 

1 copy Port of Call List (Ship's Form). 

4 copies Cargo Manifest — Eins from Cargo Documents. 

Chinese Forms will be received on arrival if no spare forms on board. 

Customs and Immigration on arrival: Ship's documents and forms as 
per above list. 

Harbour Master: 
Ship's Documents. 
Liferaft Certificates. 
CO-2 Certificate. 
Oil Record Books (Deck and Engine). 

Quarantine for animals and plants: Checking provision rooms and 
issue certificate. 

Bonded Stores are not sealed by Customs (should not be opened 
during stay in Shanghai). 

No documents taken ashore. 

Customs check bonded stores before sailing. 

Immigration collect shore passes before sailing. 

Port Clearance and Quarantine Certificate delivered on board by Port 
Authorities. 

Passports and shore passes required for shore leave. 

Agent: Penavico Shanghai. Telex: 33052 Penav Cn. VHF Channel 11 
(Call for information: 1115 hrs. — 1130 hrs. and 1515 hrs. — 1530 hrs.). 
Tel: 3234603, 3231352. 

Agent prepares a Notice of Readiness on arrival. Timesheet is also 
prepared by Agent. He will sign Ship's Notice of Readiness, Port Activity 
Report and Cargo Report Handling Log. Cargo documents (copies only) 
handed to Agent. 

Psa crew members for doctor (not on short notice), only emergency 
S. 

Care has to be taken for arranging tank inspectors for tank inspection 
after discharging. It was not quite clear who will do the arrangements, 
Agent or Cargo Receiver, as they arrived 6 hours after completion of 
discharging, and vessel had to wait for ballasting cargo tanks. 

The sailing time was arranged by the Agency via VHF Channel 11 on 
the previous day. The Agency is open 24 hours, but after office hours 
tis not possible to make any arrangements. 

8 we meee officer will stay on board during port call. One cabin 
uired. 


AUTHORITY: Port of Shanghai Authority, 5th Floor, Shanghai Customs 
House, 13 Zhongshan Road (E.1), Shanghai 200002, People’s Republic 
of China. Tel: 3290660. Telex: 33023 Shaco Cn. FAX: 3290202. 
Contact: Mr. Tu Deming, Port Director. 


AGENT: Jardine Shipping Agencies, Shanghai Representative Office, 

Room 409/410, 225 Xikang Road, Shanghai, People’s Republic of 

China. Tel: 86-21-2137832. FAX: 86-21-2129186. 

Telex: 30022 BTHJA CN. 

od correspondence to be made through Jardine Shipping Agencies, 
ong. 
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SHANTOU: 23.21 N. 116.40 E. (See Plan) 


PILOTAGE: Compulsory. The pilot station is located in position 
Lat. 23° 17’ N., Long. 116° 48’ E. 

ANCHORAGES: There are 11 anchorages which are numbered 1, 2, 
3, 4, 5, 6, 7, 11, 12, 13 and 14. The depths vary from 4.8 m. to 12.0 m. 
The nature of the bottom is mud and the holding ground is good. Vessels 
up to 40,000 d.w.t. may use the anchorages. 

MAX. SIZE: The draft limitation in the channel is 6.0 m. 

Tidal Range: Maximum 2.1 m., minimum 0.54 m. 

VHF: The port radio station is on Channel 16 throughout 24 hours. 
Penavico are on Channel 11 from 0800 hrs. to 1800 hrs. 

TUGS: 1 x 428h.p. and 1 x 980 h.p. 


BERTHING: 
Max. Type of Crane 
District Berth Length Draft Max. Size Cargo Capacity 
No. (m.) (m.) (d.w.t.) (tons) 
First 1 250 4.0 5,000 General 1x5 
2 250 4.0 5,000 General 1x5 
3M _ 100 4.0 3,000 General _ 
Second Coal 130 Hb) 16,000 Coal 1 x 100 
Passenger _ 133 6.0 5,000 Passenger — 
i 75 4.2 1,000 General — 


Third 1 i 4 
FRESH WATER: Contact Harbour Administration. 
FUEL: Not available. 
REPAIRS: Repair facilities available. 
GENERAL: 
Provisions: Contact China Ocean Shipping Agency, Shantou Branch or 
Shantou Ocean Shipping Supply Company. 
Storage: Warehouse: 20,401 sq.m. 
Open Storage: 17,189 sq.m. 
Imports: Cement, chemical, fertiliser and steel. 
Exports: General Cargo. 


SHIJIUSUO (Shijiu): 35.22 N. 119.17 E. (See Plan) 


PILOTAGE: Compulsory. Pilot boards vessel at Quarantine Anchorage, 
day and night. 
ANCHORAGE: Depth 17.0m. — 19.0m. Bottom is mud and sand. 
Vessels up to 200,000 d.w.t. may use anchorages. 

The anchorages are within the following areas. 

Anchorage No. 1: 35° 20’ 29” N., 119° 37’ 23” E. 
35° 20’ 29” N., 119° 39’ 53.5” E. 
35° 16’ 29” N., 119° 37’ 23” E. 
35° 18’ 29” N., 119° 39’ 53.5” E. 
35° 20’ 29” N., 119° 39’ 53.5” E. 
35° 20’ 29” N., 119° 42’ 24” E. 
35° 18’ 29” N., 119° 39’ 53.5” E. 
35° 18’ 29” N., 119° 42’ 24” E. 
35° 18’ 29” N., 119° 37’ 23” E. 
35° 18’ 29” N., 119° 39’ 53.5” E. 
35° 18’ 29” N., 119° 37’ 23” E. 
35° 16’ 29” N., 119° 39’ 53.5” E. 
35° 18’ 29” N., 119° 39’ 53.5” E. 
35° 18’ 29” N., 119° 42’ 24” E. 
35° 16’ 29” N., 119° 39’ 53.5” E. 
35° 16’ 29” N., 119° 42’ 24” E. 
RESTRICTIONS: Vessels may enter and sail after sunset. 
MAX. SIZE: Max. draft in Channel is 14.0 m. Maximum tidal range 4.9 m. 
VHF: Shijiu Radio operates throughout 24 hours on Channel 16, 
working on Channels 1, 10, 23 and 26. 
TUGS: 1 1,600 h.p. and 43,200 h.p. 


Anchorage No. 2: 


Anchorage No. 3: 


Anchorage No. 4: 


BERTHING: 
Area Berth Length/Depth Max. LOA Berth Use 
(m.) (m.) 
Coal Wharf A 370/17.0 280 Coal 
B 370/17.0 280 Coal 
GeneralCargo — 220/8.5 165 General 
Whart (under 10,000 Cargo 
w.t 


CRANES: 1 x 10 ton crane at General Cargo Wharf, and 1 floating crane 
with capacity of 200 tonnes. 

FRESH WATER: Available. 

FUEL: Available from Qingdao or Lianyungang. 

REPAIRS: Facilities available. 

GARBAGE DISPOSAL: Ship chandlers can arrange this service. Drums 
or skips are provided either on board or alongside. No peculiar restriction 
on charges and collection time. For service, Tel: (05400) 31002. 
WASTE OIL DISPOSAL: No special shore tanks, but Penavico can 
arrange collection service if needed. Tel: (05400) 31468 or 31218. 
Telex: 323021 Penrz Cn or 320021 Penrz Cn. Fax: (05400) 31116. 
SEAMAN’S CLUBS: No seaman’s clubs available. Shop, telephone, 
football matches, dances, mini-bus, postage facilities are available at 
the port. 


SHIPMASTER’S REPORT: July 1989. 

Pilotage: 2 Pilots boarded the vessel from a tug. The approach to the 
general cargo quay was through a channel and was carried out 
confidently. 

The distance from the pilot station to the berth is 1.5 miles. 
Anchorage: Port Control advised the vessel to anchor in position Lat. 
35° 19’ 30” N., Long. 119° 35’ 30” E., which is South East of the Fairway 
Buoy. The bottom is heavy mud and the holding ground good. The tidal 
stream is strong in this area. 
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Documents: The following are to be completed on Chinese Forms: 

1 copy Crew Declaration (should include currency, gold items, 

cameras, watches, etc.). 

1 copy Report of Articles restricted for use in port. 

1 copy detailed Ship Information Sheet. 

1 copy Quarantine Declaration. 

Ship’s forms may be used for the following: 

1 copy Crew Declaration. 

1 copy Vaccination List (Cholera vaccinations to be up to date). 

4 copies Crew List. 

2 copies Bills of Lading. 

2 copies Cargo Manifest. 

2 copies Cargo Plans. 

Formalities: The authorities require the “Q” a to be flown until Pratique 
has been granted. The Agent and 12 Port Control Officials come on 
board at the anchorage by tug and require a large room for completing 
formalities. The Port Control party consists of 2 Port Health Officials, 
2 Immigration Officials, 2 Officials from the Harbour Master's 
Department, 4 Customs Officials and 2 other persons. The 
documentation listed above is dealt with at this time. Pratique is granted 
prior to all other business, after which papers are processed and the 
Customs seal the bond locker. The formalities take 1.5 — 2 hours. 
A routine search is made of the accommodation. 

Restrictions: The controlling depth in the approaches is 20 m. The depth 
in the dredged channel is 9.5 m. No night time berthing or unberthing 
at present. 

Max. Size: Maximum permissible draft alongside 6.5 m., plus height of 
tide (maximum 4.0 m.), less 0.5m. for keel clearance. There is no 
restriction on length. 

VHF: The Agent's office may be contacted during the working day on 
Channel 16, working on Channel 11. 

Tugs: Large powerful tugs available. Use of 2 a is compulsory. 

The tugs were secured when the vessel was East of the quay. One 
tug forward and one tug aft, tugs lines used. 

Berthing: There is only one general cargo berth in operation. If a tanker 
wishes to berth and a general cargo ship is alongside at the time, the 
general cargo vessel will have to vacate the berth. 

Vessel berthed starboard side alongside on a oat of 045°. 
Moorings consisted of 2 head/stern lines, 2 breast lines and 2 springs 
at each end. All lines had a good drift. The anchor may be used for 
berthing but only in an emergency. 

Bulk Handling Facilities: There is a very efficient coal berth in the South 
East part of the port. The berth is operated by Japanese interests and 
coal is brought from inland mines by train. The coal berth will accept 2 
bulk carriers and is capable of loading 4,000 t.p.h. 

Cargo Operations: |f a vessel is to discharge oil, 10 officials representing 
the Port Public Health Board come on board to take tank samples and 
ullages and calculate cargo quantity. Analysis of samples takes about 
2 hours, after which permission is given to pump cargo ashore. 

The distance from the manifold to the shore line is about 20 m. 
Hoses: Ship's hose is used as no shore hoses available. Reducers also 
supplied by the ship. 5 sections of ship's 6 in. hose used for connecting 
to the 6 in. shore line. The distance to the 2 shore tanks is approximately 
1,000 m. The maximum pressure allowed on the line is 7 kg./sq.cm. — 
8 kg./sq.m. There are no facilities for ship's slops. 

Tank Dry Certificate: If a Tank Dry Certificate is required on completion 
of operations a formal written application must be made through the 
Agent for such inspection. 

Cranes: There are 3 modern luffing cranes with limited travel along the 


quay. 

Ballast: Discharge of any clean ballast is not permitted unless a written 
application has been made to the Harbour Master's office. This 
application should indicate the amount to be discharged and the time 
required. Officers from the Harbour Master's office make frequent visits 
to the ship to check that all port regulations are being complied with, 
especially anti-pollution regulations. If any scuppers are found 
unplugged or uncemented or if any discolouration of the water is found 
in the vicinity of the ship, an explanation is required. 

Bridges: None. 

Density: 1025. 

Fresh Water: Available. Rate of delivery 15 t.p.h. 

Fuel: Gas oil is available with notice from Qingdao. 

Surveyors: No surveyors locally, nearest are at Qingdao which is 
approximately 140 km. to the North. 

Customs Allowances: On arrival, Customs allow 15 cartons of cigarettes 
and 5 bottles of spirits to be kept out of the bond. 

Airport: Qindao Airport is 140 km. by road. There are flights to Hong 
Kong, Osaka and Chinese cities. 

Repairs: Minor repairs can be undertaken. 

Shore Leave: An Immigration guard is on duty at the foot of the gangway 
at all times while the ship is in port. All crew members must produce a 
pass and identity card when going ashore. 

General: 

Stores: Fresh stores can be obtained from the State Shipchandler. 
Chart: BA. Chart No. 1253. 

Developments: Extensive expansion of the port is currently being 
undertaken. An area adjacent to the general cargo quay is being filled 
in to make a large container area. 


AGENT: China Ocean Shipping Agency. Tel: (05400) 31468. 
Telex: 323021 or 320021 Penrz Cn. FAX: (05400) 31116. 
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TAKU BAR: 38.56 N. 117.53 E. 


Also see “General” before first port. 
Also see “Tianjin”. 


Guide to foreign vessels calling at Taku Bar (Xiang Jiang, Tangy 
and Tianjin): Issued by the Harbour Master at Tianjin. 

1. Foreign vessels entering Bohai (Pohai Gulf) are only allowed, 
pass through Changshan Channel and/or Laotiehshan Channel. If ty 
latter way is taken, the vessel must send a wireless message to “Harboy 
Master, Dalian” for directory 8 hours prior to passage. It should be nots, 
that no other Channels are permitted for navigation. (Also see ‘Dalian’ 

2. Vessels passing Laotiehshan Channel for Dalian must make; 
detour along the East of “Encounter Rock”. 

3. Position of sunken dredger “Se Ho” is at Lat. 38°31’ N., 
119° 10.5’ E. Vessels should keep far away from the above-mentiong 
area during navigation. 

4. Vessel may anchor to wait for Pilot. 

5. Vessel may send radiogram to “Penavico Xingang” (via Xingar, 
Coastal Radio Station XSV, calling frequency 500 kHz, worki 
frequency 445 kHz, reserve frequency calling 8630 kHz. Listening 834 
kHz, working hours 0000 — 2400), ging exact ETA also fore and # 
draft, before entering Bohai (Pohai Gulf). 

6. The pilot station is at Tanggu. All vessels are required to have; 
Pilot when entering or leaving the Ports of Tanggu and Xingang. Th 
Pilot will board the vessel at the anchorage after receipt of exact ET: 
ren by the Master. 

egulations Issued by the Harbour Superintendent's Office: 

1. All foreign vessels (hereafter referred to as vessels) entering ¢ 
leaving the Port of Tianjin (hereafter referred to as this port) are require 
to observe strictly the provisions of the Regulations Governing the Enty 
and Departure of Foreign Vessels into and from Ports of the Peoples 
Republic of China (hereafter referred to as Regulations Governin 
Foreign Vessels) and of the Port Regulations of Tianjin. 

2. On arrival at this port, vessels are prohibited to use the article 
enumerated in Article VII of the Regulations Governing Foreign Vessel 
Should it be necessary to repair any of the articles enumerated in Iter 
2 of the same article, permission to do so must be obtained beforehan 
from the Harbour Superintendent's Office. 

3. Articles placed under seal shall not be used and the seals she 
not be removed without permission. Should any of the paper seals bk 
found falling off, the fact shall be reported to the Harb 
Superintendent's Office immediately. 

4. Whilst in port, vessels are not allowed to dress ship or hoist fla 
On half mast without the permission from the Harbour Superintendents 

ice. 

5. Vessels in port desiring to undertake any of the following wor 
must first apply in writing to the Harbour Superintendent's Office. Afte 
permission is obtained the work can then be carried out at the appointed 
place. 

(a) Lifeboat practice; 

(b) Overhauling boiler, main engine, steering engine or windlass; 

(c) Engaging in welding work or burning anything on board; 

(d) Pumping out ballast water regardless of whether the water is 

contaminated with oil or not. 

6. After a vessel's arrival at this port, sounding, survey sketching 
photo-taking, fishing and swimming are strictly prohibited. 

7. After arrival at this port, vessels are strictly prohibited to dump 
ballast materials, coal ashes, garbage, rubbish and mud, or to discharge 
dirty oil or oily bilge water into the harbour. It is also prohibited to was) 
double bottom oil tanks or oil deep tanks inside the harbour. 

8. Vessels in port must provide secure gangways or gang planks wit 
rails or manropes for passengers, crew and all workers to embark 0 
poy ar All gangways or gang planks are to be provided with lights 
at night. 

9. Vessels lying alongside the pier should properly cover up all ther 
exhaust valves and discharge openings on the ship's side facing th 
pier. 10. Garbage bins or drums with tight covers must be provide 
on board. The bins or drums should not be filled to overflow. When tht 
garbage-collecting cart comes daily to the ship to collect the garbage 
and rings the bell on its arrival, the ship should arrange to deliver the 
ship's garbage into the cart. 

11. If, owing to some special reasons, a vessel desires to retum 
this port after departure, the Master should first telegraph to the Harbov 
Superintendent for permission and must act according to the instructions 

iven. 
rontier Inspection Station: 

1. All the officers and crew of a foreign vessel and the passenget 
on board should produce their passports or other certificates to th 
Frontier Inspection Station and submit to the inspection of the Station 

2. When the ship's crew or passengers in transit desire to go ashore 
the Master is to apply to the Frontier Inspection Station and the passpo" 
endorsing authorities, respectively, for landing permits. 

3. A landing permit is valid only at the port where it is issued. On the 
ship's departure, all landing permits for the crew should be returned © 
the Frontier Inspection Station for cancellation. 

4. The time limit for going ashore is from sunrise to midnight. Whe" 
any Crew member wishes to stay overnight on shore, the Master shout 
apply for permission on his behalf. Staying overnight ashore withou 
permission is not allowed. 

5. All laws and regulations of the People’s Republic of China mus 
be observed. 

Quarantine Office: 

1. During a vessel's stay in port, if any person on board is found ® 
be in high fever or to be feverish continuously for several days (or wit 
the swelling of the lymphatic gland), or to suffer from acute rash on the 
skin with or without fever, or to suffer from acute diarrhoea and in? 
state of collapse, or to suffer from jaundice with fever, the matter shout 
first be reported to the Quarantine Office. The patient can go ashore 


medical treatment only when he has been examined and allowed to do 
so by the Quarantine Officer. } : 3 

2. Effective rat-guards or other rat-preventing devices should be fixed 
on all mooring ropes. 

3, Gangways and gangplanks are not allowed to be put on to the 
what when not required. Should they be used at night, strong electric 
lights should be provided. } 

4. Should any dead rats or mice be found or any rats or mice caught 
on board a vessel, the fact should be reported to the Quarantine Office 
for the necessary inspection to be made. 

The above regulations are in force at most Chinese ports. 

Berthing: In the fairway and on the West side of the first pier vessels 
may pass on 34 ft. draft. Length of pier about 1,500 ft. 

Another pier is under construction, and when ready will have berths 
for 5 vessels of about 600 ft. length. The depth alongside will be 34 ft. 

On the first pier 7 cranes with a capacity of about 10 tons. It was not 
possible to obtain information on the older berths. Four tugs with up to 


h.p. 
MS ounkers to be brought in from Dalian. 
SHIPMASTER’S REPORT: June 1990. 


Tientsin is closed for navigation. 
Tungku for small vessel above lock and not likely to be used by foreign 
ocean going vessels. 


SHIPMASTER’S REPORT: July 1990. 


Taku Bar is not a port but the shallow bar at the entrance to the 
channel, where a light vessel was stationed in earlier years and which 
was removed at least 4 to 5 years ago. 

All references now taken from Dagu Lighthouse which also fitted with 
a Racon. 


TIANJIN/XINGANG, including Tanggu: 
39.06 N. 117.10 E. 


Also see “General” before first port. 
Also see “Taku Bar’. 


(See Plan) 


PILOTAGE: Compulsory. Pilotage undertaken day and night. 
APPROACHES: Tianjin: The channel to Tianjin is dredged to allow 
vessels with max. draft 4.0 m. to be handled. The distance from Dagukou 
Maodi (anchorage) to the city is 54 miles. 
Tianjin New Port: The new port is situated in position Lat. 38° 59’ N., 
Long. 117° 45’ E. in Bohai Bay at the mouth of the Haihe River. The 
main channel has a depth of 11.0 m. at H.W. and is 150 m. wide. 
ANCHORAGE: Da Gu Kou anchorage has a depth of 10 m. — 13 m. 
and can accept vessels up to 50,000 g.r.t. The anchorage is unprotected 
and provides no shelter from wind, sea or swell. With a North Westerly 
or Westerly wind the sea is slight but when the wind is strong the tide 
is greatly reduced. Ships should take great care in selecting a suitable 
Saari position. 
RESTRICTIONS: Vessels may enter and sail throughout 24 hours. 
MAX. SIZE: Draft limitation in channel is 10.0 m. 

The general draft restrictions are as follows: 


Vessels loaded with bulk grain (Winter) 10.1 m. 
Vessels loaded with bulk grain (Summer) 10.4 m. 

Vessels loaded with steel products and 
general cargo for import 8.5 m. 
export 8.2m. 


Tidal Range: Maximum 3.5 m., minimum 2.0 m. 

VHF: Penavico on Channel 11 throughout 24 hours. Sinoagent on 
Channels 73 and 74 throughout 24 hours. 

TUGS: 5 x 980 h.p., 6 x 1,670 h.p., 1 x 1,900h.p., 1 x 1,960 h.p., 
3 x 2,600 h.p. and 2 x 3,200 h.p. 

BERTHING: Tianjin: The Tianjin area for smaller ships and barges 
further upstream is situated along the right bank of the river within the 
Urban district of Tianjin. 

Tianjin New Port: The new port lies on the North side of the river and 
's a man-made harbour. Between two breakwaters, constructed on the 
South and North sides of the work area is the entrance to this harbour 
with a width of 1,300 m. 5,000 ton vessels can pass through the 13 mile 
long, two-way channel of the port at high water. The channel is being 
dredged to 16 m. (now 13 m.) and will enable 10,000 ton general cargo 
vessels to pass through. 


Water Cargo 
Area Berth Depth LOA Capacity Handled 
No. (m.) (m.) (tons) 
1-4 7.5 175 =x 4 7,000 General 
No. 1 5 8.5 179 7,000 General 
6 10.5 201 10,000 General 
7-8 9.0 182 x 2 10,000 General 
No. 2 9-11 9.0 177 x 3 10,000 General 
12-13 11.5 246 x 2 35,000 Bulk Grain 
14-15 9.0 189 x 2. 10,000 
N 5-6 4.5 115 x 2 3,000 General 
0. 3 7 6.5 200 6,000 General 
(Ri 8 6.5 148 6,000 General 
ver Port 9 S56 131 5,000 General 
inTianjin) 10-11 4.5 177 x 2 5,000 Passenger 
No 16-17 9.0 182 x 2 10,000 General 
4 18 10.0 182 10,000 General 
19-20 10.0 184 x 2 10,000 Steel 


CHINA 


Water Cargo 
Area Berth Depth LOA Capacity Handled 
No (m.) (m.) (tons) 
Fuel Berth 11.0 1 10,000 Fuel 
22-23 10.0 177 x 2. 10,000 General 
No. 5 24 10.0 176 10,000 General 
25-26 10.0 229 x 2 10,000 come 
; 21 11.0 398 25,000 ntainers 
es 2a 300 30,000 Containers 
29 12.0 295 30,000 Containers 
Passenger RiverPort 4.5 250 3,000 Passenger 
Terminal Sea Port 8.1 311 7,000 Passenger 


Tanggu: Also see Area No. 3 above. 

There is a lock at the Western end of the New Port, connecting it with 
the Tanggu area on the left bank of the river. The river from the lock is 
narrow and winding and its water level varies greatly with the seasons. 
The lock is 180 m. longx21 m. wide and 5,000 ton vessels in a laden 
condition can pass at high water. 

Tanggu has 7 berths — five for general cargo and two for passenger 
vessels. Berths No. 5 and No. 6 have a total length of 230 m. for 1 x3,000 
ton and 1 x5,000 ton vessel. Berths No. 10 and No. 11 have a combined 
length of 355 m. for 5,000 ton vessels. Connection with railway system. 
CRANES: 4 x 40.5 tonne cranes at container terminal. 

1 x 200 tonne and 1 x 120 tonne floating cranes. 
MEDICAL: Facilities available. 
ce WATER: Contact China Marine Bunker Supply Co., Tianjin 
Branch. 
FUEL: Contact China Marine Bunker Supply Co., Tianjin Branch. 
REPAIRS: There are ship repair facilities at Tianjin and at the New Port. 
AIRPORT: Tianjin Airport. Flights to Shanghai and other major cities. 
GENERAL: 
Storage: 

Warehouse: 188,832 sq.m. 

Open Storage: 840,596 sq.m. 
Imports: Grain, steel and machinery, etc. 
Exports: General cargo and maize, etc. 
Provisions: Contact Tianjin Ocean Shipping Supply Co. 


SHIPMASTER’S REPORT: June 1990. 

Xiang Jiang is the primary port for ocean-going shipping delivering 
cargo for Tientsin and Beijing and is under ongoing development. About 
28 berths are in use, and the number will increase. A number of portainer 
cranes are available on the container berths and there are heavy. lift 
cranes on some of the general cargo berths, also 10 ton cranes. Berths 
No. 1-5 have no cranes. General draft is 9.0 m., but channel has 11.0 m. 
at low water. Dredging dues are levied on excess draft over 9.0 m. One 
berth for grain, with 2 “siporters” and grab cranes, but it is necessary 
to turn round to complete discharge. Coal and minerals are exported. 


SHIPMASTER’S REPORT: July 1990. 
Tianjin: Tianjin is the city situated about 54 miles to West of the port of 
“Tianjin Xingang”. Tianjin was previously called “Tientsin” and with the 
policy of changing all names into a national language, i.e. Mandarin, all 
the port names were changed (Peking became Beijing). Vessels cannot 
navigate to Tianjin, except small barges. 

For guidance: New name Tianjin Xingang, old name Hsingkang. New 
name: Tianjin (City), old name Tientsin. 
Name of Port: Tianjin Xingang or commonly called “Xingang” (old 
English name Hsingkang). 
Position: Latitude 38° 59’ N., Longitude 117° 45’ E. 
Information: One of the busiest ports in The People’s Republic of China 
and believed to be second only to Shanghai with regard to cargo 
handled. Being the closest port to Beijing and to the economic zone of 
Tianjin, the port has become the most important port for North China. 
Navigation: Reference B.A. Chart No. 2653 — Tianjin Xingang 
approaches. 

Vessels bound for Xingang should advise Harbour Master “Dalian”, 
8 hours prior to passing Laotieshen Shuidao via Dalian Radio (XSZ), 
the following information: 
(1) Name. 
(2) Nationality. 
(3) Port of departure and destination. 
(4) Call Sign. 
5 


(5) Speed. 

(6) Colour of hull and funnel. 

(7) ETA at line joining 38° 43.5’ N., 121°08.0' E. and 38° 23.8’ N., 
120° 54.6’ E. (Please also see Admiralty List of Radio Signals 
Vol. 2, part 6). 

When approaching the port, it is advisable to be a minimum of 8 miles 
— 10 miles South of the “Caofeidian” Lighthouse (38° 56.1’ N., 
118° 30.4’ E.) (fitted with a Racon “C”), to avoid numerous fishing boats 
and nets. 

Pilotage: Pilot boards at anchorage or 2 miles East of the Dagu Light. 

Pilotage provided for Xingang and Tanggu. 

Vessels should send their ETA’s to “Penavico Xingang” as required 
with all relevant information. 

As a general rule the pilots do not instruct vessels when approaching, 
and vessels should call “Penavico” on Channel 11 (VHF) for information 
and instructions. 

Penavico requires following information after anchoring: 

(1) Time of anchoring. 

(2) Position — bearing and distance from Dagu Lighthouse. 

(3) Fuel, diesel and water remaining on board and arrival drafts. 

Vessels should keep listening watch on Channel 11 throughout the 
stay at anchorage. 

Berthing information announced daily by Penavico at 1100 hrs. and 
1600 hrs. local time. 

At times agents do not give sufficient notice for vessels berthing and 
vessel's main engine should be kept prepared. 

Vessels under “Sino Chart” should advise their ETA’s as required. 
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Port Facilities: Large passenger terminal available West of Berth No. 1, 

draft up to 8.0m. Regular local passenger service to Dalian. Many 

foreign passenger vessels call at this port. 

Berths No. 1-5: Used for general cargo up to 7.0 m. 

: Used for general cargo up to 8.5 m. 

7: Used for general cargo up to 9.0 m. 

8: Used for discharging bulk moe up to 9.0 m. 

9: Used for loading bulk coke, drafts allowed 9.0 m. 
ee by shore cranes with grabs. 

3: For bulk grain discharging. Main berth is No. 13, 

discharged by evacuators. Draft allowed up to 

11.0 m., but may allow deeper drafts depending on 

tide. 

Prior to completion vessels are shifted to Berth 
No. 12. 

Large vessels up to 60,000 d.w.t. can berth. 
Average discharging time for 40,000 tonnes of grain 
at this berth is about 5 days. 

Due to only one proper grain berth, and due to 
large amounts of grain imported via Xingang, grain 
vessels may be delayed by 3-4 weeks when 2 or 3 
grain vessels are at anchor. 

Used for general cargo up to 9.0 m. or more. 
Used for discharging bulk fertiliser. Draft allowed up 
to 10.5 m. Discharging done by shore cranes and 
cargo bagged automatically at the pier. 
19, > For loading coal in bulk. Draft up to 10.5 m. to 11.0 m. 
: Containers — regular container service to Hong Kong. 

All depths = given only as guide and believe depths allowed at some 
berths are more than indicated. 

Port charges extra for vessels berthing with deeper drafts and for 
quick discharging, when discharging with a falling tide. 

Masters are warned regarding signing invoices for quick discharging 
and deeper drafts, as charges may be exorbitant. 

Port Developments: Extensive dredging and land reclamation taking 
place at present, including extending the present breakwater. 

Fresh Water: Fresh water supplied by barge, even alongside, as not 
many hydrants available at the berths. 

Water can be supplied at the anchorage at approximately U.S.$4.50 
per metric tonne, but 3 to 4 days notice required to agents. Due to 
uncertain berthing prospects, vessels should arrive with maximum water 
on board. 

Repairs: Xingang Shipyard can provide all services required. If required, 
shipyard can board at the anchorage, but prior permission should be 
obtained by agents from Immigration. 

Large dry dock available, vessel of length 200 m. and beam 26 m. 
can enter. 

I. sage has new building yard, where vessels of 30,000 d.w.t. are 
uilt. 


co) 


12-1 


14, 15, 16: 
47,7183 


Draft at shipyard berths up to 6.0 m. 

Shipyard can be contacted on VHF. Vessel must first call “Tianjin 
Radio” on Channel 16, who will allocate a channel for communication. 
Medical: Special medical facilities available for foreigners at Tanggu 
Hospital and arranged by agents, about 20 minutes by taxi. 

Airport: Situated at the city of Tianjin, about 54 miles to the West of the 
port of ae about one hour by car. 

Daily fli 
Cranes: Many heavy lift floating cranes available. 

Mail Service: Speedpost parcel service available to Hong Kong. Parcels 
arrive within 4 days from Hong Kong. Believe courier service will be 
available in the very near future. 

Provisions: Available, but during the Winter months fresh provisions may 
be difficult to obtain. 

Bonded stores available at moderate prices. 

Port of Tanggu: All regulations and arrival information to be sent to 
“Penavico Xingang” for vessels bound for Tanggu. 

Lock gates situated South of the Xingang shipyard area. 

Mainly used by coastal vessels of 3,000 d.w.t. tonnes, 5 berths are 
available for general cargo and small tankers. 


AGENT: See “Shanghai”. 


WEI HAI: 37.31 N. 122.08 E. (See Plan) 


PILOTAGE: Compulsory. Pilot boards in the Quarantine Anchorage and 

- ries only undertaken Te day time. 
ORAGE: Lightering Anchorage: A pc anchorage is located 

h Lat. 37° 29’ 44” N., Long. 122° 09’ 41” E depth of water is 

7.8 m. — 16.40 m. The nature of the bottom is mud and vessels up to 

10,000 d.w.t. may use the anchorage. 

RESTRICTIONS: Vessels may only enter and sail during daylight hours. 

MAX. SIZE: Draft limitation in the channel is 6.5 m. 

VHF: Radio Station “Qing 234” on Channel 16 throughout 24 hours. 

TUGS: 1 x 1,200 h.p. 


BERTHING: 
Working Berth Cargo Shore 
District Name _ Length Depth Handled Cranes 

(m.) — (m.) 

Foreign First 234 7.0 Bulk Grain 
Vessels Working Bulk Salt 4 x 5 tons 
Working District Coal 
District 


STEVEDORES: Working Hours: Weekday: 0700 — 1100, 1200 — 1600. 
Sundays and Holidays: 0700 — 1100, 1200 — 1600. 
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its to and from Hong Kong, and to many other Chinese cities. 


FRESH WATER: Supplied by Wei Hai Harbour Authority Bureau. 
REPAIRS: No facilities available. 

GENERAL: Storage Areas: Warehouse: 3,012 sq.m. Open Storag, 
space: 90,000 sq.m. 

Imports: Timber. 

Exports: Various bulk and bulk salt. 

Provisions: Contact Wei Hai Foreign Supply Corporation. 


WENZHOU: 28.02 N. 120.39 E. (See Plan) 


PILOTAGE: Compulsory. Pilotage is undertaken day and night. Pilg 
board vessels _ at Huang Da Can Quarantine Anchorag 
(57° 56’ N., 121° 06’ 41” E.). 
ANCHORAGE: Pan Shi Anchorage accepts vessels up to 10,000 dw: 
Depth of water 9.0 m. — 12.0 m., holding ground is pend 
RESTRICTIONS: Large vessels cannot enter or sail after sunset. 
MAX. SIZE: Draft Limitation in the Channel: 

Pilot Anchorage to Pan Shi Lightening Anchorage — 9.0 m. 

Pan Shi Lightening Anchorage to Shuo Wharf (by tidal) — 6.0 m. 
VHF: “Wenzhou Radio” on Channels 16 and 13. 

Penavico on Channel 11. 
TUGS: 5 tugs up to 600 h.p. available. 
BERTHING: 


Wharf Length Depth Cargo Handled 
(m.) (m.) 
No. 1 82 6.0 General Cargo 
No. 2 80 6.0 General Cargo 
No. 3 83 6.0 General Cargo 
An Lan 90 6.5 General Car 
No. 5 70 7.0 General Cargo and Containers 
STEVEDORES: Working Hours: 

0000 — 0800 

0800 — 1600 

1600 — 2400 


FRESH WATER: Available. 
GENERAL: Cargo Handled: Fertiliser, cement and general cargo. 


WUHAN: 30.34 N. 114.17 E. 


PILOTAGE: Pilot boards at Qing Shan Xia Anchorage. Pilot available 
from 0800 hrs. until 1800 hrs. 
ANCHORAGE: Qing Shan Xia Anchorage suitable for vessels up 10 
35,000 d.w.t. Depth of water 7.0 m. — 15.0 m. 
RESTRICTIONS: Berthing and unberthing in daylight hours only. 
MAX. SIZE: Draft limitation in the channel: 

November — April: 4.5 m. 

March — October: 8.0 m. 
VHF: Port on Channel 16 throughout 24 hours. 


TUGS: Available. 

BERTHING: 

Working Cargo Shore 

District Berth Length Depth Draft Handled Cranes 
No. (m.) (m.) (m.) 

Han Knu 24 105 6.0 5.5 General 4x14 tons 
25 98 6.0 5.5 General 4x10 tons 

Jiang Wan 35 101 5.0 4.5 General 4x10 tons 

Han Yan 9-10 800 8.0 7.0 General 10x30 tons 

Yan Luo 1 78 10.0 9.0 General 3x 5 tons 


CRANES: Floating Cranes: 3x30 tons and 2x50 tons. 
FRESH WATER: Available. 
FUEL: Available. . 
GENERAL: Cargo Handled: Textiles, local livestock products and ligh 
industrial products. 
Storage: 

Warehouse: 62,000 sq.m. 

Open storage area: 400,000 sq.m. 


WUHU: 31.22 N. 118.22 E. 


PILOTAGE: Pilotage is undertaken from 0800 hrs. — 1700 hrs., and Pil 
boards vessel at Pilot Station. 
ANCHORAGE: Anchorage No. 1 at Wuhu Port has a depth of 8.0 m.- 
12.0 m. The bottom is mud and sand. The anchorage can accept vi 
of 10,000 d.w.t. — 15,000 d.w.t. 
RESTRICTIONS: Daylight entry and departure only. 
Draft limitation in the channel in dry season is 6.1 m. 
Tidal Range: Maximum 1.90 m. Minimum 0.10 m. 
VHF: Port on Channel 6 throughout 24 hours. 
TUGS: 7 tugs up to 980 h.p. 


gERTHING 
Handling Max. Size Cargo 
Dept. Berth Draft LOA Handled _— Shore Cranes 
(No.) — (m.) (m.) 
Wuhu 5 8.0 120 General 
6 7.0 100 General 1x3 tons 
8 10.0 140 Passenger 
11 7.0 100 General 1x3 tons 
Fu 12 9.0 120 General 
13 7.0 100 Heavy Cargo 1x15 tons 
15 6.0 100 Bulk 2x3 tons 
16 6.0 100 Bulk 
29 5.0 100 various 2x5 tons 
2x10 tons 
32 6.0 120 Coal 2 Quay Cranes 
CRANES: Floating crane with capacity 15 tons. 
Also see “Berthing”. 


STEVEDORES: Working Hours: 0730 — 1130, 1330 — 0230. 

FRESH WATER: Available. 

REPAIRS: Possible. 

GENERAL: Storage: Warehouse: 17,650 sq.m. Open storage space: 
87,224 sq.m. 

Cargo Handled: Coal, metal ore, timber, fertiliser, grain and general 


cargo. 


XIAMEN (Amoy): 24.30 N. 118.04 E. (See Plan) 


PILOTAGE: Pilotage is compulsory and is undertaken in day time only. 
The pilot boards the vessel in the Pilot/Quarantine Anchorage. 
ANCHORAGE: Pilot/Quarantine Anchorage: The anchorage is located 
in position Lat. 24° 25’ N., Long. 118° 03’ E. The depth of water in the 
anchorage is 12.0 m. and the bottom is sand and mud. Vessels up to 
100,000 d.w.t. may use the anchorage and larger size vessels may use 
the anchorage for shelter only. 

MAX. SIZE: The draft limitation in the Channel up to the Pilot/Quarantine 
Anchorage is 12.0 m. and the limitation in the Channel from the Pilot/ 
Quarantine Anchorage to Dong Du Wharf is 8.0 m. 

Tidal Range: Maximum: 6.0 m., minimum 4.5 m. 

VHF: Xiamen Radio on Channels 16, 12 and 25. A 24 hour service is 
maintained. 

TUGS: 1 x 600 h.p., 2 x 800 h.p., 2 x 1,670 h.p. and 1 salvage tug 


of 2,640 h.p. 
BERTHING: 
Cargo 
District Berth Length Depth Max. Size Handled Cranes 
No. (m.) (m.) (d.w.t.) (tons) 
Ha Ping No. 1 64 7.0 Below General 2x1.5 
Floating 3,000 
Berth 
No. 2 100 8.0 Below General 2x1.5 
Floating 5,000 and 
Berth Passengers 
Dong Du 1 142 9.9 Below. Grain 1x30.5 
15,000 
2 228 12.6 Below’ Bulk 2x10 
80,000 
3 165 12.6 Below General 2x10 
80,000 
4 142 9.9 Below General 2x10 
15,000 


FRESH WATER: If vessel requires fresh water alongside, she should 
contact Xiamen Waterboat Bureau. If vessel is at the anchorage, she 
should contact Xiamen Tug Water Company. 

FUEL: Contact China Marine Bunkers Supply Co., Xiamen Branch. 
REPAIRS: Repair facilities available. 

GENERAL: 

Storage: Warehouse: 41,000 sq.m. Open Storage Space: 354,000 sq.m. 
Imports: Wheat, fertiliser, cement, steel, coal and sugar. 

Exports: Salt, tea and graphite powder. 

Provisions: Contact China Ocean Shipping Supply Corporation. 


SHIPMASTER’S REPORT: February 1986. 
Ocuments: Standard Chinese Forms. 
Pilots: Pilots ordered by Agents only if the vessel shifting from working 
anchorage to alongside after clearance. 
Approaches: As per sailing directions and charts. The swept channel is 
very narrow, and the ship must pass 3 cables off a rock awash to port 
Soon after an alteration. Then 3 cables off another rock to starboard. 
The channel is not marked for night navigation, and navigation should 
only be attempted with good radars and very careful planning. Navigation 
lights are weak and extinguished. Pilotage is not available from sea to 
Quarantine/Working Anchorage and vice versa. (Quemoy and Matsu lie 
Close to starboard of channel). 
Anchorage: Quarantine and cargo working anchorages are to the South 
and West of Gulang Yu Island. Cable crossing area to Eastward, some 
dangers as shown on chart. Good shelter from monsoon. 
, pe Standard Chinese Health Declaration and Vaccination Lists 
Radio: Xiamen Radio Station used when within range and if the operator 
ao watch. Otherwise vessel should use Guangzhou or Shanghai 
ae Xiamen Radio. Call on Channel 16, ask for ‘Penavico’ and the 
ation will patch through, normally on Channel 12. 
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Tugs: For berthing 2 tugs pushing, for sailing 1 tug pushing. 
Berthing: The Inner Harbour or gsr Ae only suitable for small coastal 
vessels. Ocean-going vessels may rth at Dong Du (24° 30'N., 
118° 04’ E.) at new wharf for 5 vessels. Large range and fall of tide, 
loaded vessel's bulwarks drop below wharf level. Said to be capable of 
berthing. two 50,000 ton vessels, and others of 10,000 tons. 
Cranes: At Dong Du, one standard container crane on rails at No. 1 
Berth. A number of standard Chinese two wire grabbing/general cranes. 
Ship's gear also used which may work ashore or overside. 
Bulk Cargo Facilities: At Dong Du, 2 berths equipped for bagging bulk 
cargo discharged by grabs. Artificial fertilisers are worked at wharf and 
anchorage. 
Specialised Cargo Handling Facilities: Full container terminal behind 
container crane. 
Density: About 1022 at Dong Du. 
cart ae By barge at anchorage or by low pressure shore hose at 

ng Du. 
Fuel: Fuel oil and diesel oil said to be available but details not known. 
Repairs: A small local shipyard, and several boatyards but details not 
known. 
Repatriation: Possible. Local airfield with flights to major cities in China 
and some times to Hong Kong. Twice weekly overnight ferry to Hong 
Kong. 
Time: GMT plus 8 hours. 
Telephones: Telephones/Telexes: Recently modernised as part of the 
Special Economic Zone centred on the nearby Huli Industrial Estate. 
Direct dialling to Hong Kong. Quick operator service to the U.K. 

Mail service was erratic, 7-20 days from Hong Kong, one despatch 
went missing. 
Storing: Provisions supplied by light truck to foot of gangway at Dong Du. 
Shore Leave: Allowed. Shore passes issued for non-Chinese personnel. 
Developments: 4 berths to be built. One berth for container vessels and 
3 berths for general cargo and bulk (3x 25,000 d.w.t. vessels). The port 
is likely to have a Free-port within the next few years. 


Agent: China Ocean Shipping Agency. Cables: “Penavico”. 


YANTAI (Yentai): 37.33 N. 121.24 E. (See Plan) 


LOCATION: The Port of Yantai is situated on the Northern shore of the 
Shandong Peninsula, facing the Huang Hai. The harbour is embraced 
by the Northern Chefoo Island and other islands providing natural shelter 
for it, and is an ice-free port owing to its moderate climate. 
PILOTAGE: Compulsory. Pilot service is available throughout 24 hours. 
Pilot boards vessel at the No. 1 or No. 2 Pilot and Quarantine Anchorage. 
ANCHORAGES: Boundaries: 

No. 1 Pilotage and Quarantine Anchorage: 

Lat. 37° 34’ 54” N. Long. 121° 24' 44” E. 

Lat. 37° 34’ 54” N. Long. 121° 26’ 44” E. 

Lat. 37° 33’ 54” N. Long. 121° 26’ 44” E. 

Lat. 37° 33’ 54” N. Long. 121° 24’ 44” E. 

No. 2 Pilotage and Quarantine Anchorage: 

Lat. 37° 40’ 30” N. Long. 121° 29’ 15” E. 

Lat. 37° 40’ 30” N. Long. 121° 31' 45” E. 

Lat. 37° 39’ 00” N. Long. 121° 31’ 45" E. 

Lat. 37° 39’ 00" N. Long. 121° 29’ 15” E. 

Vessels with draft of more than 10.0 m. or those in length of 200 m. 
or over shall anchor in this anchorage. 

Tanker Cargo-Oil Transferring Anchorage: 

Lat. 37° 38’ 50” N. Long. 121° 24' 00” E. 

Lat. 37° 38’ 50” N. Long. 121° 25’ 30” E. 

Lat. 37° 38’ 00” N. Long. 121° 25’ 30” E. 

Lat. 37° 38’ 00” N. Long. 121° 24’ 00” E. 

Anchorage for Shelter: 

Lat. 37° 34’ 32” N. Long. 

Lat. 37° 33’ 42” N. Long. 

Lat. 37° 33’ 08” N. Long. 121° 30’ 10” E. 

Lat. 37° 32’ 29” N. Long. 121° 27’ 30” E. 

RESTRICTIONS: Vessels may enter and sail after sunset. 
MAX. SIZE: Draft limitation in Channel is 9.2 m. 
VHF: Station “XSU” on Channel 16 throughout 24 hours. 
TUGS: 103,200 h.p. 
BERTHING: 

Working District 


8 bear ees Yl = 
121° 28’ 36” E. 


Berth Length Depth Cranes 
(m.) ) 
113 
112 
112 
126 
180 
147 
180 
180 
117 
100 
109 
119 
1 91 5: 
CARGO HANDLING FACILITIES: The port is equipped with modern 
cranes, conveyors, loaders, tractors and carriers. The maximum lifting 
capacity of the shore cranes is 36.5 tons and that of a floating crane 
63 tons. The coal wharf has 3 unloaders. 
Packing and Transhipment Services: Automatic bagging machines 
available. The production lines of the bagging machines for bulk fertiliser 
and bulk aluminium are completely automated. 
FRESH WATER: Available. 
REPAIRS: Facilities available. 
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2nd Stevedoring 4x10 tons 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englan, 


REGULATIONS: 

Regulations Relating to Port Administration: 

1. While entering or leaving the port of Yantai, all foreign vessels and 
domestic ocean-going vessels are required to observe, in addition to 
the Regulations Governing Supervision and Control of Foreign Vessels 
by the People’s Republic of China and these Regulations, all the relevant 
laws, decrees, rules and regulations promulgated by the People's 
Republic of China. 

2. Port boundaries and anchorages 

(1) Port Boundaries. 

The port boundaries are the lines connecting the Eastern point of 
Zhifudao and Northern extremity of Kongtongdao, the 
Southeastern point of Kongtongdao and Yutaizui of Yudaishan. 

(2) Anchorages. 

See “Anchorages”’. 
3. Vessels entering or leaving this port shall pass through the North 
Channel between Xiaoshanzi and Dajiaoshi. No foreign vessels are 
allowed to navigate within the East Channel between Kongtongdao and 
Yudaishan. 
4. Vessels with a draft of more than 10.0 m. or those with length of 
200 m. or over shall anchor in the No. 2 Pilotage and Quarantine 
Anchorage. Foreign vessels must not enter or leave the Tanker Cargo- 
Oil Transferring Anchorage without a pilot appointed by the Harbour 
Superintendency Administration. 
5. Vessels intending to enter this port (or No. 2 Pilotage and Quarantine 
Anchorage) by day shall, prior to approaching the port boundary (or 
No. 2 Pilotage and Quarantine Anchorage), hoist such flags as 
nationality, signal letters as well as those flags as have to be hoisted. 
On leaving the port, vessels shall keep flying those flags until they get 
out of the port boundary (or No. 2 Pilotage and Quarantine Anchorage). 
6. Vessels navigating within the port area shall keep radio watch on 
VHF Channel 6, in case of emergencies, such as typhoon warning, 
vessels at anchor shall, by day and night, keep radio watch on VHF 
Channel 16. 
7. Vessels handling or carrying dangerous cargoes shall comply strictly 
with the Regulations Governing Supervision and Control of Vessels 
Carrying Dangerous Goods issued by the Ministry of Communications 
of the People’s Republic of China. 

Vessels intending to work with naked fire shall, 24 hours in advance, 
submit a written application to the Harbour Superintendency 
ii elt tate and the work can only be done after being verified and 
granted. 

8. If any ballast water, tank washings or bilges are to be discharged 
from any vessel which stays in this port, a written application shall be 
made 12 hours in advance to Harbour Superintendency Administration. 
No such discharging operation can be carried out unless permission has 
been obtained. 

9. Judging from the extent of the violation of these Regulations, the 
Harbour Superintendency Administration may impose such penalties as 
warning, suspension or withdrawal of Certificate of Competency, fine 
and/or other penalties. 


ps to be Observed by Crew Members and Passengers of Foreign 
ips: 

1. Foreign ships, crew members and passengers shall be subject to the 
inspection of the Frontier Defence Inspection Station, and observe all 
laws and regulations of the Chinese Government. 

2. When a foreign ship is entering or leaving port, crew members and 
Passengers on board should present their passports or other identity 
certificates to the Frontier Defence Inspection Station for inspection. 
3. When entering or leaving China, everybody should present their 
luggage and articles to the Frontier Defence Inspection Station for 
inspection. 

4. Foreign crew members and their dependants intending to go ashore 
must apply, through the Master, to the Frontier Defence Inspection 
Station for the “landing permits”, with which and their passports or other 
identity certificates they are permitted to land, while the Chinese crew 
members and their dependants may go ashore on producing their valid 
identity certificates with photos, which sufficiently certify their Chinese 
nationality. 

5. Foreign passengers without valid transit visas for China intending to 
go ashore should apply, through the Master, to the local visa-issuing 
authorities for landing formalities, with which they are permitted to land. 
6. On embarking or disembarking, crew members and passengers must 
produce the landing permits and their valid certificates to the inspectors 
of the Frontier Defence Inspection Station. 

7. Crew members go on board each others vessels in the same port by 
their valid passports or other identity certificates and the landing permits, 
while the Chinese crew members only by their valid identity certificates. 
8. The time-limit for landing is from sunrise to 2400 hrs. (local time) of 
the same day. 

9. The crew members going ashore are only permitted within the area 
confined by the local administration. 

10. Any crew having the need to stay ashore must apply, through the 
Master, to the Frontier Defence Inspection Station for lodging 
certificates, with which he is permitted to stay ashore. 

11. Crew members travelling beyond the port city or leaving China, the 
Master shall report the circumstances to the Frontier Defence Inspection 
Station, and the crew member himself should go through with all 
necessary formalities in compliance with the regulations concerned. 
Only after the certificates and visas have been granted and submitted 
to the Frontier Defence Inspection Station for inspection, can he be 
permitted to leave the ship. 

12. If Chinese crews wives or children intend to go onboard the ship, 
the Master should make a written application to the Frontier Defence 
Inspection Station. With the issued embarking permits they may go on 
board the ship on presentation of their permits. The Master should also 
make a written application for permission when they intend to go to other 
ports in China by the ship, or else they are not allowed. But with them 
on board, the ship must not deviate from her set course and go abroad. 
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Parents or wives and children of Chinese crew who have been se, 
by China to work on the foreign ships intending to go on board the 
the Master should also apply for the embarking permits for them. By 
generally they are not allowed to stay on board. 

13. If there are any arms and ammunition on board the ship, the Mast 
must declare to the Frontier Defence Inspection Station when the for: 
ship is entering the port. The arms and ammunition should be sealy 
up by the Frontier Defence Officers. The sealing labels are not allows 
to be unsealed by the ship during the ship's stay in port. Air guns ay 
ed guns projecting metallic pellets are not allowed to be used or take 
ashore. 

14. If there is any stowaway on board the ship, the Master must repo 
the fact to the Frontier Defence Inspection Station immediately. Th 
stowaway should be watched carefully on the ship side, waiting for th 
decision. 

15. Those (crew members and passengers) who break the abow 
mentioned rules shall be given punishment, varying from warning, fining 
signing a statement of repentance, to prohibiting going ashore, ai i 
to the seriousness of their case. Those who violate the criminal law¢ 
China shall be brought to justice by the Public Security Organs according 
to Chinese law. 

Customs Notice to Shipmasters and Seamen: 

1. It is prohibited to carry the national currency of the People’s Repubic 
of China into or out of the country. 

2. After exchange of foreign currencies, gold or silver for Chines: 
national currency, shipmaster's and seamen shall carefully keep th: 
bank’s exchange memo for Customs inspection. 

3. Bringing ashore or taking on board of any articles must be reporte: 
to the Customs Officer on duty for permission. Selling of articles thu 
brought ashore is strictly prohibited. 

4. The seals affixed by the Customs to any place on board shall not th 
tampered with. 

5. Shipmasters shall declare to the Customs all un-manifested cargo « 
parcels on board while performing formalities for ship's entry. 

6. Ships sailing between Chinese ports shall not deviate from the s¢e 
course and go abroad without Customs approval. Previous permission 
must be obtained for such deviation if these is such a need. 

The Importation of the Following Articles is Prohibited: 

Arms, ammunition and explosives of all kinds; radio transmitte 
receivers and principal parts, Renminbi (with the exception of those jp 
compliance with an agreement or protocol on the exchange of nationa 
currency notes). 

Manuscripts, printed matter, films, photographs, gramophone records, 
cinematographic films, loaded recording tapes and video-tapes, etc 
detrimental to Chinese political, economical, cultural and moral interests 

Poisonous drugs, habit-forming drugs, opium, morphine, heroin, etc 

Animals, plants, and products thereof, infected with or carrying 
disease germs and insect pests. 

Unsanitary foodstuffs and germ-carrying foodstuffs from infected 
areas. 

Other articules the importation of which is prohibited by state 
regulations. 

The Exportation of the Following Articles is Prohibited: 

Arms, ammunition and explosives of all kinds. 

Radio transmitter-receivers and principal parts. 

Renminbi and securities, etc., in Renminbi. 

Foreign currencies, bills and securities in foreign currencies (with the 
exception of those allowed to be taken out). 

Manuscripts, printed matter, films, photographs, gramophone records, 
cinematographic films, loaded recording tapes and video-tapes, etc, 
which contain state secrets or otherwise prohibited exports. 

Valuable cultural relics and rare books relating to Chinese revolution, 
history, culture and art. 

Rare animals, rare plants and their seeds. 

Precious metals and articles made thereof, jewellery, diamonds an 
ornaments made thereof (with the exception of those within the quantity 
allowed to be taken out by outgoing passengers). 

Other articles the exportation of which is prohibited by stale 
regulations. 

The Sanitary Measures to be taken by Vessels while in Port: 

1. If a case or a suspected case of any quarantinable disease or an) 
death not from an accident trauma is found on board, the responsibe 
person on duty shall at once report to the quarantine service {0 
temporary quarantine. 

2. When rats are found dead or rodents are caught on board, the Mast’ 
(or responsible person on duty) shall report to the quarantine service 
for examination. 

3. Efficient rat guards or other means against rats shall be properly pu 
on all mooring ropes. 

4. When a gangway or gangplank is used in the night it is to & 
illuminated by a strong electric light. 
5. When flies, mosquitoes, cockroaches or other disease-spreading 
insects are found aboard, necessary measures should be take’ 
immediately to destroy them. 

6. Waste and garbage on board shall not be thrown overboard & 
discharged into the port waters. 

7. The sanitary measures put down on the Pratique Form must 
continued as long as the vessel is in the harbour. 


SHIPMASTER’S REPORT: March 1987. 
Documents: See “General” before first port. 
Pilotage: Refer to BA. Charts 1255 & 1260. Pilot usually boards at Inne 
Quarantine Anchorage in position Lat. 37° 34.5’ N., Long. 121° 25.7'E 
For deep draft vessels, Pilot will board on request at Quarantine 
Anchorage No. 2 in position Lat. 37° 39’ N., Long. 121° 29.5’ E. Yanlé 
Gang is a large sheltered bay and may only be entered by the Be 
Shuidao. Passage through Dong Shuidao is prohibited. 

Navigation: Vessels may enter Yantai Gang without a Pilot an 
proceed to the Quarantine Anchorage. Entry presents no problems 
except for deeper draft vessels which have little choice of anchorage 


navigation lights are low powered and Diliuxing and Dajiaoshi are 
fishing lights and will probably not be seen. The bay is exposed to 
Northerly gales which are frequent in Winter and heavy swell will develop 
nside the bay. The bottom is soft mud and poor holding ground. During 
both anchors will be needed with a large amount of cable. 
Restrictions: Despite occasional ice in Winter the port is always open. 
Maximum depths in the Quarantine Anchorage, where ships are 
lightened, is 13 m. to 15 m. The inner harbour has been dredged to give 
{0 m, at a number of berths. Largest ship berthed 225 m. LOA. 
Tugs: 2 large tugs of 3,200 h.p. and 7 smaller tugs are available. 
Berthing: Depth alongside berths is 10.0 m. 
Cranes: 9 large grab cranes are available on the main quay. There are 
2 floating cranes, one with a lifting capacity of 60 tons and a larger one 
of unknown capacity. y 

Lightening operations are carried out at the anchorage, weather 

rmitting. 

Fresh Water: Water can be supplied alongside the quay at a rate of 
5tp.h. Water barges of 200 tons and 400 tons capacity are also 
vailable. 

fuel: IFO and MDO available by barge from Dalian. 

Consuls: None locally. 

Repairs: Minor repair facilities available. Repair squads can be brought 

in from Qingdao. 

Repatriation: Partial crew change of some 20 crew members undertaken 

with difficulty. 

Airport: Adjacent to the city. Services available to Shanghai, Nanking, 

Beijing, etc. 

General: 

Trade & Developments: Yantai had a population in 1987 of about 
380,000. It has little export trade, but is a large importer of logs and 
fertiliser. Some steel is also imported. A ship breaking yard is also in 
operation. The port area and the Western shore of the bay are under 
development. 

Communications: Yantai is connected, by road and rail and has 
regular passenger ship services to Dalian and other coastal cities on 
daily basis. 

ries China Ocean Shipping Agency, 23 Hai Gang Road, Yantai. 
Cables: “PENAVICO YANTAI". Telephone: (0535) 223181, 243181. 
Telex: 32562 OSAYT CN. 


SHIPMASTER’S REPORT: August 1989. 


Vessel: 
Type: Log/bulk carrier 
Summer draft: 9.54 m. 
LOA: 167 m. 
Beam: 26 m. 
DWT: 26,500 tonnes 
Holds: 5 
Cranes: 4 

Navigation: 


1. Advance Notices: The usual 7 days/4 days/2 days and 1 days ETA 
notice despatched to “Penavico Yantai” agents. Four days prior to 
arrival, Penavico responded by advising the vessel's port schedule. 

2. Radio pratique not available. 

3. Pilotage compulsory for foreign vessels. Pilots, consisting of one 
senior pilot with two assistant pilots who board at the anchorage. Pilots 
monitors VHF Channel 11. Services available 24 hours with prior 
arrangement through Agents. Same number of pilots board on 
departure. 

4. Anchorage area as shown in Chart No. 1260. The depth of Quarantine 
Anchorage No. 1 was reportedly dredged to 12.0 m. The bottom consists 
mainly of mud. Good shelter is afforded from the South side. 

5. Approaches to port: From a position South of Quarantine Anchorage 
No. 2, a SW'ly course was steered to enter the North Channel (Bei 
Shuidao) between Xiaoshanzi and Dajiaoshi, after which vessel steered 
direct to the anchorage/pilot station. 

8. On berthing, with starboard anchor on stand-by, the vessel was 
rear dot 4 head/stern lines and 2 springs. Shore bollards are spaced 
every 10 m. 

7. No special entry/sailing restrictions at the new wharf, except in the 
old berths (Nei Gang) where local passenger liners’ movements are 
given priority by the Harbour Master. 

8. Communications: Two hours prior to arrival (about 30 miles from the 
port), Yantai Port Radio was raised on VHF Channel 16. 

While at anchorage, vessels are advised to keep watch on Channel 

16 for port movements and berthing instructions, which are announced 
nN good English. The agent could be reached at any time during office 
hours on Channel 14, through Yantai Port Radio. 
Tugs: On shifting to berth from anchor position, one tug was secured at 
the bow (tug lines used) as vessel manoeuvres through the channel. 
Another tug meets the vessel by the jetty. Two tugs also used on sailing. 
Facilities: The new wharf has an alongside depth of 11.5 m. at low tide 
and can accommodate 6 Panamax size vessels. 

Four shore mobile cranes were used to discharge the log cargoes. 

‘act maximum capacity of the cranes was not available at the time, 
but they were prone to breakdowns. Vessel’s cranes were used 
Simultaneously to shift deck cargoes. 

Cargo Operations: Shore labour works 24 hours (including Sundays) in 
3 Shifts from 0700 — 1500, 1500 — 2300 and 2300 — 0700. Except for 
Occasional shore crane breakdowns, discharging was fast. Crane 
Sperators are good and a minimum of damage was reported. 
Repairs/Dock Yards: Not available. Minor repairs possible. Welding 
'epairs, due to stevedores damage, carried out prior to ship’s departure. 

pplies/Services: Provisions available through the government ship 
Suppliers at prices remarkably higher than local retail shops. 

Fresh water available by barge only. 
ne! not available in Yantai. 

'me: GMT plus 9 hours in Summer. 


CHINA 


General: 

1. During vessel's stay in port, the weather has been generally fair. 
Northerly/Southerly shifts of tidal current (about 1 knot) was experienced 
whilst at Anchorage No. 1. The tidal range whilst alongside was observed 
as about 1.0 m. 

2. No size limitations at the new wharf. Construction of transit sheds, 
rails and roads are in progress. Bottom soundings of berth indicates 
average depths of 11.5 m. alongside. The buoyed channel that leads to 
the wharf is, according to the Pilots, dredged to 12.0 m. (Echo sounder 
readings shows approx. 11.5 m. along the length of the channel). 

3. Chart used: B.A. Chart No. 1260. 

4. lf vessel wishes to undertake welding on deck, either by shore labour 
or by ship's crew, Harbour Police will first board the vessel to inspect 
the work area to see if safety precautions have been complied with. 
They will then give the final approval to start the repairs. No welding 
work should be started unless the Harbour Police are at hand, otherwise 
the vessel will incur a fine. 

Authority: Port formalities are carried out at the anchorage on arrival. 
Chinese forms should be used for papers. However, they also accept 
vessel's forms and will transfer the information to their Chinese forms 
themselves. They will hand out blank Chinese forms if vessel has none. 
Boarding officials are courteous and direct. They speak little but 
understandable English. With agent's assistance, entry formalities were 
carried out in a quick and efficient manner. 


SHIPMASTER’S REPORT: September 1991. 
Lightening Operations: 
Message to Master from Agent: 
Discharging operations will be carried out at lightering anchorage by 
barges (about 15,000 tonnes d.w.t.). 
There are no restrictions on vessel, such as length, draft, etc. Depth 
at the anchorage is 18.0 m. 
Fresh water will be supplied by barge and bunkers can be supplied 
through Chimbusco Yantai. 
No dirty ballast facilities. 
Slops can be accepted by barge. 
elt or owns 4 tugs with 3,200 h.p. and 5 tugs with over 
1,200 h.p. 
Pilots will board at No. 2 Anchorage within the following area: 
Lat. 37° 40’ 30” N., Long. 121° 29’ 15” E. 
Lat. 37° 40’ 30” N., Long. 121° 31’ 45” E. 
Lat. 37° 39’ 00” N., Long. 121° 31’ 45” E. 
Lat. 37° 39’ 00” N., Long. 121° 29’ 15” E. 
Then will shift the vessel to lightering anchorage. 


Statement of Facts concerning Fine: The barge was moored alongside 
the vessel to transfer a parcel of export crude oil. 

Safety Check List was jointly completed with the Sinochem Loading 
Master before commencement of transfer. 

On a number of points the barge did not comply and corrective action 
was requested. 

Our vessel complied with all safety and operational requirements. 

The crew was carrying out painting on the poop deck. At approximate 
1100 hrs. we were notified by the attending Port Authority representative 
that crew members were chipping on the deck in violation of port 
regulations. It appeared that a crew member was just removing a rough 
spot. Corrective action was taken immediately. 

After having discussed the matter with this Port Officer in the presence 
of the Boarding Agent, who acted as translator, and after apologising 
for this occurance, the matter seemed settled. 

At 1530 hrs. the next day, however, the same Port Officers boarded 
the vessel and presented us with a letter (Note of Fine) in the Chinese 
language. A free translation was given, and this made it clear that the 
vessel was being fined for chipping rust during cargo operations with a 
fine of 10,000 Yuan Renmimbi. Allegations were made that electrical 
equipment was used for chipping, which is not true. As we do not have 
that kind of equipment on board (a hand hammer was used at the time), 
this was repudiated. 

Further allegation was made that the vessel was operating the radar, 
this was true, although intermittently used for regularly checking the 
vessel's position. This was necessary because the Yantai Oil Transfer 
Anchorage is situated in an open roadstead, only one and a half miles 
offshore and has poor holding ground. 

A Letter of Protest was made up and presented to the Port Officer 
who refused to sign anything. 

Note of Fine was signed under protest and for receiving only. 

Port Officers left vessel after 90 minutes. 


SHIPMASTER’S REPORT: August 1993. 
Lightening Operation: 

The vessel arrived at Yantai Tanker Anchorage at 0845 hrs. 

Communications with the pilot station was established at 0830 hrs. 
after several attempts. Vessel was ordered to anchor and wait for further 
instructions. 

Notice of Readiness was telexed to several addresses, as no telex 
number was available for Yantai. Jardine Shipping Hong Kong caught 
the message and sent the telex number of “Penavico Yantai”. 

The Notice of Readiness was sent to them again and instructions and 
details about the port were requested. No information was passed by 
this Agent, except their confirmation that my provisions ordered via 
Qingdao had been received. 

My request for a nautical chart of Yantai Port was not honoured. At 
that moment it was completely unknown where the discharge would take 
place, as no details were mentioned in sailing directions. 

The following day, the vessel made contact with Pilots. Instructions 
received that at 1100 hrs. Pilot would embark to bring vessel to “the 
other tanker anchorage”. 

At 1115 hrs. a party of 7 officials, 3 Pilots and one Agent embarked. 

Then it became clear that the discharge would take place by lightening 
at the most Eastern anchorage off Yantai Port. 


447 


—— 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englay 


The vessel was cleared at 1200 hrs. Meanwhile the anchor was 
weighed. 

Under pilotage of 3 Pilots, vessel shifted to the other anchorage. | 
noticed that the Pilots were not used to handing this size of vessel 
(83,000 d.w.t.). With the co-operation of the Pilots, | anchored the vessel 
by myself. The Pilots used our “own home-made nautical chart” of the 
Yantai Port vicinity. 

After anchoring, a tug embarked a gang of labour to secure the 
Yokohama fenders (3 middle sized fenders in good condition) on board 
the vessel. Also chemist, surveyor and other cargo interested people 
embarked. 

The lightening vessel was already anchored near anchor position. It 
has to be said, that the preparations for the lightening operation were 
well organised. Ship's crew assistance was only required for the hose 
crane. Mooring lines of the lightening vessel were handled by the 
Chinese mooring gang on board our vessel. They also connected the 
hoses (46 in. connected on ship’s connections). 

The “Penavico” Agent was of great help with the cargo discharge 
planning. The Chief Officer of the lightening vessel was present during 
this meeting. The “Ship-to-Ship Transfer Guide” Safety Check List was 
discussed and understood by the lightening vessel's mate. However, it 
was noticed from our side that this Check List is not yet common on 
Chinese vessels. 

The discharge to the lightening vessel caused no problems. The bulk 
discharge rate was approximate 2,000 cu.m./hr. at 3.5 bar at the vessel's 
manifold. 

A Lightening Bill of Lading was made by myself. The Agent has signed 
this Bill of Lading “as Agent only” for the Master of the lightening vessel. 
No figures available from lightening vessel on completion of lightening 
operations. 

Hoses and fenders remained connected/secured on our vessel for the 
next operation. 

The total time of this “unexpected” operation can be in a range of one 
week up to one month. 


YANTIAN: 22.35 N. 114.15 E. 


ANCHORAGE: Lat. 22° 34’ 02” N., Long. 114° 15’ 21” E. 
RESTRICTIONS: Depth in channel 15.0 m. 
BERTHING: July 1992. 


Berth Length Depth 
No. (m.) (m.) 
185 13.0 
2 165 9.2 
3 115 6.5 
4 55x3 4.2 


DEVELOPMENTS: Construction commenced in 1988. On completion, 
there will be 48 berths (total length 16,000 m.), including 6 coal berths, 
9 container berths and 23 dry bulk and general cargo berths. 
AUTHORITY: Yantian Port Authority, 7/F Sha Towian Official Building, 
Yantian , Shenzhen, China 518081. Te/: 5552049, 5550301. FAX: (0755) 
5551530. 


YINGKOU, Including Ba Yu Quan: 40.41 N. 122.15 E. 
(See Plan) 


LOCATION: 
Yingkou Working District: 40° 41’ N., 122° 15’ E. 
Ba Yu Quan Working District: 40° 17’ N., 122° 06’ E. 
PILOTAGE: Compulsory. Pilotage is undertaken day and night. 
Pilot boards vessel at Pilot/Quarantine Anchorage and (or) Lightening 
Anchorage. 
ANCHORAGE: Lightening Anchorage: Depth: 9.0m. — 12.0m. 
Max. size: 30,000 d.w.t. 
Ba Yu Quan Working Anchorage: Depth 11.0 m. — 12.0 m. 
oes auras Bureau on Channels 16 and 18 (24 hours). Penavico on 
annel 14. 


TUGS: 1x3,600 h.p., 11,600 h.p., 2x980 h.p., 1600 h.p., 
1428 h.p., 1240 h.p. and 2x 150 h.p. 
Ice breaker of 3,000 h.p. available. 
BERTHING: 
Working Name of Permissible Cargo 
District Berth Length Draft Handled 
(m.) (m.) ’ 
Yingkou No. 2 North 60.0 6.5 Oil 
No. 2 Middle 100.0 6.5 General Cargo 
No. 2 South 125.9 6.5 General Cargo 
No. 2 Grain 85.8 6.5 Grain 
No. 3 244.2 6.8 General Cargo 
No. 4 80.0 6.3 General Cargo 
Ba Yu Coal/General 
Cargo Berth 289.0 11.0 (depth) Coal/General Cargo 
Warehouses and Open Store Space: 
Warehouse Open Store Space 
Yingkou 270,000 sq.m. 240,000 sq.m. 
Ba Yu Quan 77,000 sq.m. _ 


Main Imports and Exports: 

Exports: Maize and magnesium. 

Imports: Steel, fertiliser, waste paper, cars and general cargo. 
FUEL: Not available. 
GENERAL: Barges: 31,000 tons (self propelled), 7x 2,000 tons and 
21,000 tons. 
Floating Crane: Not available. 
Supplies: Available from Foreign Shipping Supply Corporation. 
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ZHANGJIAGANG: 31.58 N. 120.24 E. (See Play 


LOCATION: Zhangjiagang is situated at the South bank of 
Changjiang, about 114 km. East of Wusong Kou (anchorage 4 
Shanghai). 

The port is almost land-locked, with Changshan on the West; Wush 
and Xiangshan on the South and Fujiangsha on the North; all of whis 
shelter the port from strong winds and heavy seas. The port is a natu, 
harbour having deep water, able to accommodate vessels of 10,0 
tons which can enter or leave whenever necessary. 

The port is under the administration of the Shanghai Harbour Burea, 
APPROACHES: Tidal Stream: During the dry period, the tidal streay 
is multi-directional, while during the flood period it changes 
multi and single directions. The rate of ebb is greater than that of flog 
The direction of flood or ebb stream is somewhat parallel to the rive 
eke and the direction of the deep channel, with the exception of a fq 
places. 

Wind: Year round the prevailing wind is S.S.E. and E.S.E. or E.N.E. ary 
S.E. The strong wind is from E.S.E. and S.E. The annual average wix 
force is 3.8 m. per second. Typhoons may threaten the port in the peri 
from July to September, especially in August, with a force up to Force 1 
Aids to Navigation: The harbour is provided with 16 light ' 
numbered Funan No. 1 to 14, beginning from the lower entrance. They 
are two No. 7 and two No. 8 light buoys. No. 14 light buoy stands as; 
Fairway Buoy, navigable on both sides. Port hand buoys are paints: 
— with a black spherical topmark, starboard hand buoys are painte: 
red. 
Obstructions: At the West side of the lower entrance along the channe 
there is a large shoal patch, extending Eastward with a depth of les 
than 5 m. over it. 
PILOTAGE: Pilotage is compulsory for vessels flying foreign flags o 
entering or leaving. The Pilot Station is off Baoshan, within the are 
bounded by a line connecting Buoys No. 67, 69, 15 and 14, where th 
depth of water varies from 8 m. — 17 m., mud bottom. 
ANCHORAGE: Quarantine Anchorage is situated in the area North¢ 
the line connecting No. 30 light buoy and No. 30B light buoy. Wate 
depth is 10 m. — 13 m., bottom sand and mud, capacity of four to five 
vessels. This anchorage is also for Joint Inspection. 
TUGS: 2 x 960h.p. 
BERTHING: There are 2 groups of floating wharves consisting of 
berths each, of which two are for taking vessels of 10,000 tons 
No. 1 and No. 2 floating wharves are each composed of 3 pontoons an 
2 joint bridges and connected to the shore by 6 steel bridges. 

_ There are also floating piers for harbour tugs, and temporary floating 
piers. 

There are 7 mooring buoys numbered from No. 1 to No. 7, beginning 
from the lower entrance. 

Warehouses: There are warehouses and storage ground along th 
wharves for cargo stowage. 


SHIPMASTER’S REPORT: January 1992. 
Chang Jiang River: 
B.A. Charts No. 1602 and 1603. 
Navigation aids were found to be as charted, positions were checket 
against the pilot's chart, except for the following: 
(1) he Jiao lightfloat has been replaced by a red and white pilla 
uO 


y. 

(2) Buoy No. 251 has been removed and is not in either the delete: 
or un-deleted positions. 

(3) Beicao Zhong lightfloat is in the charted position but is a mi¢ 
channel mark. The Southern boundary line of the channel stars 
at Buoy No. 262 and runs 115° to join the existing line at Buoy 
No. 258. 

« The pilot's chart showed some depths of 6.9 m. in the Biecao Hangdao 
hannel. 

Beicao Hangcao Channel is reported to be maintained at 7.0 m. 
Pilotage Inwards: 

Chang Jiang Kou to Baoshan Anchorage: (Distance 49 miles, tim 
4.5 hours). 

On 12th December 1991 inward vessels were called to take pilots @ 
Buoy No. 257 at 1230 hrs. with a published high water time at Wuson 
Kou of 1532 hrs. and 3.2 m. (3 hours before H.W. Wusong). 

This vessel experience no difficulty with a maximum draft on arrivé 
at the anchorage of 5.89 m. aft. 

On occasions the pilot took the vessel outside the buoyed channel 
pass deep draft vessels. 

Vessel anchored in position Lat. 31° 25.2’ N., Long. 121° 32.3'E 
(1 hour after H.W. Wusong) with 6 shackles on starboard anchor, © 
await river pilots to Zhangjiagang at daylight next morning. 

The anchorage was outside the designated anchorage areas on th 
chart. 

There is no night navigation above Wusong. 

Baoshan Anchorage to Zhangjiagang: (Distance 77 miles, time 7 hours! 

B.A. Chart No. 2946. 

On 13th December 1991 vessel left Baoshan Anchorage at first lig” 
(0630 hrs.), and arrived at Zhangjiagang at 1315 hrs. 

There were no draft restrictions with a draft of 5.88 m. aft on arrival 

Above Wusong the channel is marked with black and red buoys 
mostly fitted with lights and radar reflectors. 

Generally these are passed black to starboard and red to port inwam 
bound, but in some places are passed on the wrong side or ignore’ 
completely. 

There are a considerable number of barges on the river, individual) 
or in groups secured fore and aft and abreast in trains secured fore a” 
aft with one towing barge ahead and a steering barge aft. Most navigalé 
as one vessel and swing to whichever side of the channel offers 
most favourable current, without warning and with little regard © 
collision regulations. i 

There are also a number of ferries and log booms moving in the rv 


instant manoeuvring speed is required, also plenty of air for the 
whistie, which is in use constantly. : 

The river banks are protected for most of the way on both sides by 
levees with mud flats extending some distance out. 

Considerable industrial development is in progress for the full distance 

ally in the region of Nantong, where on the North bank there are 
a number of cargo berths and repair facilities for seagoing vessels, 
including a floating dock. _ ; 

South of the channel in this area is used for cargo work at anchor or 

Ss. 
Oe plots used no charts and it is reported that only Naval charts 
exist, which are not available to foreign shipping. 
pilotage Outwards: ; 
Zhangjiagang to Beimou Bar: (Distance 44 miles, time 4 hours). 
Beimou Bar to Liu He Anchorage: (Distnce 17 miles, time 1.75 hours). 

Departure time is arranged in order to cross Biemou Bar at high water 
when at deep draft. 

Vessel cleared the buoys at 0930 hrs. on 2nd January 1992 and 
crossed the bar between 1338 hrs. and 1359 hrs. (15 and 36 minutes 
after predicted H.W. at Xuliujing). 

Visibility was poor on departure but improved later. 

There appeared to be less barge traffic than on the inward passage, 
possibly due to the poor visibility. 

A survey vessel preceeded the vessel out of the harbour area. Some 
soundings of 3.0 m. underkeel at 8.82 m. draft were obtained shortly 
atter leaving the buoys, otherwise there was good water to Beimou Bar. 

The channel is marked throughout by buoys, but, as for inwards, they 
were not always passed according to colour. 

The pilots kept mainly to the South bank to Nantong where the North 
bank was followed to Dongzhou Cao then the South bank to Liu He 
Anchorage. 

Hengsha Anchorage to Chang Jiang Xou: (Distance 35 miles, time 
4 hours). 

The vessel cleared Hengsha Anchorage at approximately 0830 hrs. 
on 4th January 1992. 

There was a predicted H.W. at Wusong Kou of 3.3 m. at 1218 hrs. 
Soundings obtained were as follows: 


H.W. 
Time Position Sounding Depth Wusong 
(Hrs.) (m.) (m.)  (Hr./Min.) 
0808 Hengsha Anchorage Ve 16.6 —4.10 

01718" Ni 121° 47.7" E. 
0826 Anchor aweigh 6.4 15.2 -—3.52 
0857 Zhongsha lightfloat 3.1 11.9 -3.21 
0915 Buoy 274 Ti 10.0 —3.03 
0924 Buoy 272 0.9 9.7 —2.53 
0928 Buoy 271 1.0 9.8 —2.50 
0934 Buoy 270 1.1 9.9 —2.43 
0938 Buoy 269 1.0 9.8 —2.40 
0948 Buoy 267 1 10.0 —2.29 
0956 Buoy 266 1.3 10.1 =2.22 
1010 Buoy 263 1.9 10.7 —2.07 
1016 Buoy 262 2.0 10.8 —2.01 
1037 Beicao Zhong lightfloat 4.05 t2097 1a 
1058 Buoy 258 2.8 11.6 i be74 3, 
1136 2.3 Tiel —0.42 
1153 Niupi Jiao Buoy 2.9 11.7 =0:25 
1242 Chang Jiang Kou lightfloat 3.0 11.8 +0.24 
1330 Chang Jiang Kou lightfloat 10.2 19.0 +1.12 
273° x 10.5 miles 

1345 Chang Jiang Kou lightfloat 12.0 20.8 me A 


280° x 13.5 miles 

Zhongsha to Niupi Jiao: (Distance 26.3 miles, time 2 hours 56 mins., 
speed 8.97 knots). 

The vessel was generally close to mid-channel and then close to the 
mid-channel buoys. 

The first inward deep draft vessel passed at 0915 hrs. and the last at 
1010 hrs. inward. 

At an estimate from the buoy indications, high water for the vessel 
was at 1037 hrs. 
Port Information: 
Zhangjiagang is on the Chiang Jiang River in position Lat. 31° 58’ N., 
Long. 120° 26’ E. 

Time zone is G.M.T. plus 8 hours, Summertime from mid-April to mid- 
September is G.M.T. plus 9 hours. 
Agents: 
China Ocean Shipping Agency, Zhangjiagang Branch, Guang Qu Zhen, 
Zhangjiagang, Jiang Su. Tel: 05222 — 332535. Telex: 363821 ZGPEN 
CN. Fax: 05222 — 323928. Cables: Penavico, Zhangjiagang. VHF: 
Channel 11 during office hours. Contact: Zhao Hou-zing, Senior 
Economist, Shipping Department. Office hours: 0730 hrs. — 1130 hrs., 
1330 hrs. — 1700 hrs. 

Agents are generally very helpful and can be contacted outside office 
hours on VHF by arrangement. 

The practical office hours can be cut short by a half hour at the end 
of each day but important items can usually be arranged. 
Shanghai Pilots — Inwards: Pilots are arranged by “Penavico, 
Shanghai”, who will advise the boarding time and position by cable prior 
to arrival. It is therefore essential to keep these agents advised of any 
change in ETA. On this occasion the agents advised that the pilots would 
board at 1200 hrs. at Buoy No. 5 but the pilots changed this to 1230 hrs. 
at Buoy No. 257, so it is also essential to contact the pilots as soon as 
Possible on VHF. 
K Pilot boarding area is arranged somewhere between Chang Jiang 

ou and either Buoy No. 5, for shallow draft, and Buoy No. 257, for 
deep-draft vessels. 

here is apparently one pilot vessel serving both areas and it would 


ppear that they choose the most appropriate area for all vessels on a 
Particular tide. 


CHINA 


The pilots board from a small boat launched from a large white vessel, 
pilot ladder to be 0.5 m. above the water, a boat rope is not required. 

All vessels taking a pilot on a particular tide are called in at the same 
time for boarding and no particular advantage will be gained from 
jumping the queue. 

The Shanghai pilot will take the vessel to Wusong Anchorage where 
vessels will anchor to await Chang Jiang pilots. 

On this occasion the vessel arrived at Wusong at 1624 hrs. and the 
Shanghai pilot left shortly afterwards. He was unable to advise the 
boarding time of the river pilots and the vessel was unable to make 
intelligible contact with Penavico for information. 

Zhangjiagang Pilots: Pilots are arranged by local agents who are in 
contact with Shanghai agents, for the vessels arrival at Wusong. 

The pilots are employed for the various river ports, there are 10 pilots 
employed for Zhangjiagang and 2 pilots board for all services for that 
port. The various river pilots have their own launches or use an 
independent launch service. 

The two river pilots boarded at 1800 hrs. and required meals and 
accommodation for the night. 

There is no night navigation above Wusong, pilotage above Wusong 
commencing at first light. 

Two pilots are employed for all movements in the port, arrangements 
being made by the agents. 

For outward pilotage, the river pilots go as far as Lu He Anchorage 

and anchor the vessel to await the Shanghai outward pilot. 
Shanghai Pilots — Outward: Pilots are arranged by Shanghai agents on 
advice from local agents. Lu He Anchorage is about 15 miles above 
Wusong and pilots board at a time suitable to pass the shallow water 
at the entrance on the tide for the day. 

On this occasion he boarded at 0718 hrs. to make a tide at about 
1030 hrs. which was not possible for a vessel with a manoeuvring speed 
of under 11 knots against a strong tide all the way and at the last minute 
it was necessary to anchor at Heng Sha Anchorage where the following 
morning the anchor was weighed at 0800 hrs. to make a tide about 
30 minutes later than the previous day. 

The pilot remains on board at anchorage if the vessel cannot make 
a tide. 

General Information: The port of Zhangjiagang was started in May 1983 
and is still under construction. 

It was originally administered from Shanghai but has been under 
independent administration, under the control of the Transport Ministry 
since 1987. 

The port electricity is reportedly supplied by 2 power stations whose 
capacity is insufficient to keep up local demand and cuts are frequent 
in domestic and office premises with occasional cuts affecting the port 
installation. 

Penavico frequently have no power to run VHF, telex or fax machines. 

There is deep water in the port although it is shallower from Buoy No. 9 
to the Northern tip of Fujiangsha island. 

Main Berth — General Cargo Berth: This was too far distant to get an 
accurate impression but has been completed for some time and has 
7 cranes of about 10 tonnes capacity. 

Container Berth: Completed but not yet in use as the container storage 
area behind it is still being paved. 

It has a container gantry crane and a 10 tonne crane, neither of which 
has yet been rigged. 

Liang You Berth (Grain/Oil berth): Still under construction. 

The Western 180 m. has been completed and is in use. 

The construction is on concrete piles, the face of the berth is some 
100 m. from the shore with a 20 m. wide working apron served by access 
bridges for the completed section. 

Floating wooden fenders are fitted along the face of the berth. 

In December 1991 the top of the berth was approximately 4.0 m. from 
the water at high water and 5.5 m. at low water. 

Depth alongside was 17.0 m. at low water. 

Bollard spacing is approximately 25 m. 

There are 2 cranes with no S.W.L. marked but they are reported to 
be able to lift 10 tonnes and also to lift 12 tonne bulldozers into bulk 
vessels. 

A large number of small mobile cranes of approximately 5 tonnes 
capacity are in use and there is also a quantity of grain handling and 
bagging equipment. 

There are a number of large warehouses, mostly empty. Bagged rice 
and other bagged commodities are stored in the open and covered with 
tarpaulins. 

This berth is used for the import and export of cereals, cereal products 
and vegetable oils. 

The tanker connection is approximately at the mid-length of the 
completed section and is a flexible hose connected to a pipeline ending 
at the inshore side of the working apron. 

Cargo Working: Loading bagged rice. 
Work is continuous round the clock in three shifts. 
1st Shift 0700 hrs. — 1500 hrs. (meal break 1100 hrs. — 1200 hrs.). 
2nd Shift 1500 hrs. — 2300 hrs. (meal break 1800 hrs. — 1900 hrs.). 
3rd Shift 2300 hrs. — 0700 hrs. (meal break 0200 hrs. — 0300 hrs.). 

The meal breaks are supposed to be 45 minutes but in practice extend 
to an hour and occasionally longer. 

The shifts may also start and finish up to half an hour late. 

It is usual that all cargo for a vessel is on the shore prior to the vessel 
berthing and it is reported that a loading rate of up to 6,000 tonnes per 
day can be reached with 5 gangs. 

On this occasion about half the cargo was loaded direct from barges 
alongside onto the ship direct, or on to the pier and transferred to the 
ship, a net loading rate for 415,000 bags or 794.6 bags per gang hour 
was achieved or about 4,250 tonnes per day gross. 

Cargo loaded direct from the barges to the ship was by ship's cranes 
and from barges alongside at any convenient point on the berth either 
direct into the ship by shore crane or transferred to the dock by mobile 
crane and into the ship by shore crane. 
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The average net weight of a bag of rice is 50 kg., gross weight 50.6 kg. 
On earlier tally sheets the gross weight of 53 kg. was used. Sample 
bags are weighed, reportedly 1 bag per thousand, during loading and 
a final weight is given to the shippers by the surveyors. 

Cargo stored on the dock is raised on pallet boards and well covered 
by tarpaulins against the weather and no wet bags were noted from 
these consignments. 

Cargo in the barges is not so well protected and some wet bags were 
noted, these were sorted before loading and not brought on board. There 
were no difficulties experienced in having to reject wet bags. 

No hooks were used for handling the bags during loading either on 
board or ashore and the few torn bags in loading were sewn up on the 
spot or rejected by the survey/tally clerks. 

The bags are loaded in rope net slings of 40 bags and lifted on board 
by chain hooks. Some damage was noted due to the hooks fouling the 
bags but again minor damage was sewn up and major damage rejected. 

The storage on the dock would appear to be an ideal breeding ground 
for rats, however few were noticed. 

Dunnage and paper were laid by stevedores prior to loading whilst 
the vessel was at the buoys awaiting the berth. Dunnage and paper 
were supplied by barge from Shanghai, arranged by the protecting 
agents in Hong Kong. 

Cargo is loaded with two fore and aft and two athwartships ventilation 
channels throughout the whole stow, these are tied with bags every 
5 tiers, no additional dunnage is required for this purpose. 

Stevedores at this berth are experienced in the loading procedure. 

A stowage factor of 53 (1.48) is given but this is more appropriate for 
tweendeck vessels. In this vessel, bulk carrier with hopper tanks top 
and bottom, 49 (1.37) was achieved. 

Cargo working from 14th to 29th December 1991 was delayed due 
to fog, mist, rain, snow and high winds with sub zero temperatures, and 
awaiting the previous vessel to complete loading. Time lost due to 
weather was about half the total loading time. 

De-Ballasting: Tne Harbour Master requires a written request to pump 
ballast and harbour officials attend on board at the start of pumping to 
ensure that no contaminated ballast is being pumped. 

The officials do not remain on board throughout the operation but the 

gangway guards usually keep a close watch on proceedings. It is 
recommended that any officials coming on board are entertained with 
coffee, soft drinks and cigarettes. 
Cargo Hold Survey: Survey is carried out by CCIB, Import and Export 
Commodity Inspection Bureau of the People’s Republic of China, prior 
to loading. Their initial certificate is added to the letter of request for 
survey. This was carried out at the buoys whilst awaiting the berth and 
is required before Notice of Readiness is accepted. 


Port Clearance Inwards: Although there is a designated anchorage in 
the approach to Zhangjiagang, this is only used for dangerous cargo 
vessels and the normal practice for vessels awaiting berth is to moor to 
buoys on arrival. 

Port side accommodation ladder is required for boarding. 

‘Q' flag must be flown and the pilots usually check that this is being 
complied with. 

The correct P.R.C. papers are required but if these are not available 
prior to arrival the officials are prepared to wait while the information is 
transferred from the vessel's forms. 

A supply of tea, coffee and soft drinks is appreciated and a gift of a 
couple of packets of cigarettes per man is standard, these will be 
distributed by the agent. 

About 10 officials and 2 guards board. 

The formalities are amicable and Penavico local agent ensures a 
smooth clearance. 

Shore passes are issued to all crew members and must be shown to 
the gangway guards when going ashore, together with Passports or 
Seamen's Books, whichever have been used for the Crew List. 


Port Clearance Outward: Six officials board and require a health form 
and Clearance Request/Information form which the agent should have 
put on board previously. 

The port officials only work between 0800 hrs. and 1700 hrs. so if it 
is required to depart earlier than 0800 hrs., clearance can be arranged 
for the previous afternoon. 

The guards leave the vessel after clearance has been granted. 


Guards: Two guards join with the port officials and remain with the vessel 
whilst at the buoys. 

The only accommodation available was the hospital and this was 
accepted. 

The guards are officers and it is as well to ensure that they receive 
the same treatment as officers onboard, particularly with food. 

When alongside the guards remain on the dock and do not require 
food and accommodation. 


Liberty Boat Service: Available at the buoys and is arranged by agent. 

On this occasion, on the first night the crew were landed at one jetty 
and not advised that the return boat would leave from a different jetty. 
On the second night the last boat left the shore early, on both occasions 
crew members paid cash to the operators for an unscheduled launch. 
The operators expected however an additional launch to be signed for, 
but were disappointed. 


Fresh Water: Fresh water is available from the berth and is cheap and 
not metered. An agreement is reached with the port official who acts as 
shipchandler and general supplier. 

Fresh water is also available at the buoys but is expensive. 


Provisions and Stores: Local provisions are available, fresh fruit and 
vegetables in season and judging by the items on sale ashore would 
be quite good quality. 

Other items are available from Shanghai and delivery charges are 
reported to be high. 


Medical: Medical attention and vaccinations are available and can be 
arranged very quickly. 


450 


Movements in the Port of Zhangjiagang: Two pilots board for g 
movements. 

Two tugs are normally used and secure at the break of the for. 
and break of the bridge on the appropriate side using tugs lines. 

If the tugs are not available for any reason movement of vesse|; 
subject to the direction of the tide and it may be necessary to wait 
the tide to turn to a favourable direction. 

Most vessels are berthed heading West but occasionally some in thy 
other direction. 

The anchor is used for coming alongside and for mooring to the 

When mooring to buoys the line boat will take all lines from forway 
(five) in one pass and then go aft and take all lines (four). Lines ay 
secured to the buoys with wire strops and shackles provided by th 
mooring boat, lashings are not required. 

Cargo Fumigation: The suppliers of the cargo, China National Cerea\ 
Oils and Foodstuffs Import and Export Corp., require that the cargo 
fumigated after completion of loading. 

Instructions from the fumigation contractors will be supplied. 

Equipment for fumigation is put on board prior to leaving the bert 
and the fumigation team of 6 men commence work as soon as hatche; 
are closed. 

A government inspection party of 2 Port Health officials also board) 
supervise, together with 2 guards. 

The guards require food and accommodation in the normal manne 
but the Port Health officials only require accommodation as they ea 
with the fumigation team. 

The fumigation team bring their own bedding and food and only requir: 
a messroom for sleeping and use of the galley for cooking. 

A skeleton crew are allowed to remain on board, about 6 men (Chie 
Officer, 2nd Engineer, Bosun, Cook and 2 oilers), to maintain services 
The remaining personnel leave the vessel by launch and ag 
accommodated ashore in an hotel. 

Communication is maintained by VHF and if required changes o 
personnel are permitted. 

The fumigation guidelines were not strictly complied with, as the vesse 
was delayed leaving the berth awaiting the change of tide, the gas was 
released into the holds before leaving the berth, this was done withou 
prior notice to the ship's personnel. Also the gas was not released @ 
the buoys due to weather conditions. 

Normal schedule would be: 

4 — 5 hours sealing and setting up equipment. 

36 — 48 hours with gas in holds. 

4-5 hours releasing the gas and testing that the vessel is safe. 

Fumigation started without informing any ship's personnel while the 
deck crew were still at mooring stations and working on deck. Although 
it was ensured that there was no chance of gas leaking from the holds, 
it was found that some of the drainage holes of the coamings were no 
properly covered. 

Port Health officials made occasional rounds on deck and inside the 
accommodation with a gas detector to check for presence of gas outside 
the holds. 

Persons staying on board during fumigation were advised to keep 
their cabin doors unlocked at all times for random testing. 

The occupied cabins were tested only three times during the 
fumigation period. 

The fumigants were injected from gas cylinders through a smal 
diameter rubber hose led through the access hatches with the gaps 
sealed with tape. When the hoses were removed the small holes 
remaining were not sealed. 

Fumigation personnel and Port Health officials leave the vessel with 
the equipment on the !aunch used to return the ship's staff. The guards 
remain with the vessel until outward clearance. 

Warning: In Winter the hotel is very cold and personnel must take Winte’ 
coats even if they intend to remain inside. Hotel accommodation is fairy 
basic but friendly and the food is good. 

Repair Work: Permission is required from the Port Authorities fo 
immobilisation of the main engines and also for hot work. 

Permission is not always granted, particularly for hot work whils! 
alongside. 


ZHANJIANG (Tsamkong): 21.11 N. 110.24 E. (See Plan) 


Also see ‘General’ before first port. ; 
PILOTAGE: Pilotage is compulsory and is undertaken day and night 
ANCHORAGE: The anchorage is located between the following 
positions, Lat. 21° 11’ 36” N., Long. 110° 25’ 17” E. and Lat. 21° 04 
55” N., Long. 110° 33’ 20” E. The depth in the anchorage is 15 ™.- 
35 m. and the bottom is sand and mud. Vessels up to 100,000 d.w! 
may use the anchorage. 

RESTRICTIONS: Vessels may enter and sail after sunset. 

MAX. SIZE: The draft limitation in the Channel is 9.5 m. 

Tidal Range: Maximum 4.51 m., minimum 0.70 m. 

VHF: Zhanjiang Radio is on Channel 16 throughout 24 hours. 
TUGS: 11,000 h.p., 11,200 h.p., 1x2,300 h.p., 2x 1,960 h.p. am 
43,200 h.p. 
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ING: 
tir No. of Cargo Shore 
District Berths Length Depth Handled Cranes 
(m.) (m.) 
No. 1 7 906 9.0 General 18 
No. 2 3 336 12.5 Oil 
No. 3 6 1,166 12.0 Ore and General 24 
No. 4 11 1,352 12.0 Grain 20 
Coal 2 
No. 5 1 141 7.4 General 2 
CRANES: There is a floating crane with lifting capacity of 50 tons. Also 
see “Berthing” 


FUEL: Contact China Marine Bunker Supply Company, Zhanjiang 


Branch. a : 

REPAIRS: Facilities available. 

GENERAL: 

Storage: Warehouse: 155,000 sq.m. Open space: 410,000 sq.m. 
imports: Steel, fertiliser and grain. 

Exports: Bauxite and general cargo. 

provisions: Contact Zhanjiang Ocean Shipping Supply Corporation. 


SHIPMASTER’S REPORT: December 1987 (Updated 1994). 
Port Limits: Port Limits extend to Longitude 110° 38’ E. 
Notes: Vessel not normally ‘Arrived’ until cleared. 

Notice of Readines may not be accepted until the vessel has berthed. 
Documents: Standard Chinese Forms used. 

6 copies Arrival Crew List required. 
Anchorages: There are about 18 anchorages designated by the Harbour 
Master. In addition there are 12 mooring buoys that may be used by 
vessels of 10,000 tons during a typhoon. 
Pilotage: Total distance about 22 miles. Vessels over 9.5 m. draft and 
vessels of irregular dimensions embark the Pilot at the Outer Pilot Station 
from a large tug. 

Regular size vessels and vessels of light draft embark the Pilot at the 
Inner Pilot Station. 

There is a heavy concentration of fishing vessels between the dredged 
channel and the Inner Pilot Station. 
Restrictions: Channel said to be 9.5m. (Datum) and Inner Basin 
Channel 9.5 m. (Datum). 
Max.Size: Tankers up to 11.73 m. and cargo vessels up to 11.4 m. draft. 
{tis however necessary to confirm this on each visit. 
Health: Standard Chinese Arrival Inspection Procedure carried out at 
anchorage, preferably as near to the port as is accessible at the time. 
The Inspection Party consists of 8 or more persons. 

Pratique is only required at the first port of entry. 
Radio: Radio Station ‘XSJ' on W/T MF and HF and VHF Channels 16, 
11 and 13. No public telephone correspondence available. 
VHF; Call Radio Station on Channel 16 and change to Channel 13 to 
speak to Harbour Master, Stevedores, Agents, etc. 
Radar: The Harbour Master’s Office is equipped with radar. However, 
we do not believe it is used to assist vessels in harbour. 
Tugs: There are 5 ‘Duck-Peller’ tugs equipped with VHF and fire fighting 
equipment. Normally 2 tugs are used, with ship’s lines. There is a 
dedicated fire float and 2 large and older tugs used as pilot boats. 
Berthing: The harbour operates in 5 sections (length 5,260 m., depths 
up to 12.5 m.). 

Section One: There are 11 berths and an ‘end-on’ berth for Ro-Ro 
operations of local ferries. 

Section Two: Located at the South end of the harbour. All oil 
operations are carried out at this section. 

Section Three: Located upstream from the port. 

Section Four: Newly built on reclaimed land. Six berths, including a 
silo at the end of the quay, with depths of 11.0 m. or more. 
Cranes: 

Section One: 18 Portal grabbing cranes on the newest berths. 

Section Three: 24 cranes available. 

Section Four: There are cranes available at all berths, suitable for 
grabbing. 
Bulk Handling Facilities: 
Imports: Wheat is handled by pneumatic elevators or crane and grab. 
Other cargoes handled by crane and grab into mobile hoppers. All bulk 
cargoes are bagged for onward carriage into hinterland. 
Exports: Barytes, talc lumps, fluorspar, etc. Cargo is tipped by lorries 
i quay and loaded by grab and crane. Phosphate and coal also 

ied. 

Bridges: None. 
Stevedores: Cargo worked throughout 24 hours in 3 shifts. 
Medical: Facilities available. Foreign seamen handled by ship chandler 
at the request of the agency. 
Tankers: Mostly domestic Chinese vessels observed. No details of 
berths obtained. 
Density: 1018 — 1020. 
Fresh Water: Available ex-whart and by barge. 
Fuel: Standard Chinese Grades available. Vessels should be aware of 
the wax content and high pour points. Bunkers available by barge, 
normally in daylight. Also available at anchorage. 
Repairs: Minor repairs possible. 
Surveyors: The Chinese Classification Society ‘ZC’ acts on behalf of 
most major Societies for survey work. Cargo Surveyors and Draft 

urveyors available from Chinese National Organisations. 

angway/Deck Watchmen: Immigration Police act as gangway guards 
on all foreign vessels. 

ustoms Allowances: Crew allowed 200 cigarettes on arrival. The bond 
Coualed. Weekly issues are allowed upon written application. 

ar90 Gear: All berths are equipped with railway lines and have 

lard Chinese two wire portal cranes of possibly 10 tons SWL, but 

unmarked. Various designs of grabs available according to normal 
Commodities handled. 


CHINA 


One four wire crane observed handling 20 ft. containers. Floating 
crane observed. Some mobile cranes also available. In the main, ship's 
gear is used as a last resort. 

There are a number of mechanical handling units such as front end 
loaders, tipping lorries, tractors and trailers. Some fork lifts with tines or 
hook gantries. Mobile conveyors, bagging plants, hoppers, etc. 
Repatriation: Possible via Kwangchow and/or Hong Kong. Land 
communication is mostly by overnight bus. Occasional ferry to Hong Kong. 
Airport: Domestic flights, but recently 3 charter flights per week to Hong 
Kong direct. 

Time: GMT plus 8 hours throughout the year. 

Telephones: Section 4: Some berths have telephones whose installation 
is compulsory. Foreign ships are charged 200 F.E.C. for connection. 
Storing: Permitted alongside but usually in limited quantities, delivery is 
by trishaw or minivan. 

Shore Leave: Permitted until Mga abe only. Foreign seamen are logged 
out and back at the Dock gate by Immigration Officials. 

Identification: Seamen's |.D. or Passports to be carried at all times. 
Foreigners also require ‘Landing Permit’. 

Regulations: Standard uniform Port Regulations for China. 

Delays: Possible due to congestion or for operational reasons. Port is 
also in the typhoon area, which may require ship’s to clear the wharves. 

Supercargo’s can sometimes arrange despatch agreements. 
Developments: Nine berths newly built and in use, five berths under 
reconstruction on the old quay. 

Authority: Harbour Superintendancy Administration. 

Agent: China Ocean Shipping Agency, No. 7 Ren Min Road, E.1. Xia 
Shan, Zhanjiang, Guangdong, China. Telephones: 24936, 24255. 
Telex: 45234 PNVCZ CN. Cables: PENAVICO, Zhanijiang. 


SHIPMASTER’S REPORT: January 1991. 

Vessel: 40,000 d.w.t. product carrier. 

General: The city of Zhanjiang is located on Leizhou peninsula and was 
formerly known as Guangzhou Bay. It has 3 wharves with 15 berths for 
general cargo and an oil pier. A new jetty was commissioned in late 
1990 where vessels upto 5,000 d.w.t. can be berthed. The draft 
restriction is 11.73 m. for tankers and 11.40 m. for general cargo vessels, 
subject to confirmation. 

Documents: Forms in English that were prepared by the vessel were 
accepted but Chinese/English forms were supplied for future use. 

7 copies of Crew List showing names in full and home address of 
each crew member. 

1 copy of Maritime Declaration of Health. 

The following documents are prepared on the spot by the respective 
authorities: Dangerous Drugs List; Arms and Ammunition List; 
Stowaways List; Passengers List; Bonded Stores List; Ship’s Stores List. 

Last Port Clearance not requested. 

Communications: No problem with telex communication for a vessel 
fitted with telex/Satcom. 

Health: Pratique granted after inspection by officials. 

Pilotage: Pilots prefer to board vessels at Pilot Boarding Station No. 2. 
A Pilot and a Berthing Master board the vessel on each occasion. 

Standard of pilotage found to be very good. 

Entrance Channel/Berth Approach: Due caution to be exercised against 
fishing boats, stakes, junk traffic, etc. 

Berthing: Vessel berthed at the Oil Pier Dolphin Jetty, Berth No. 202, 
port side to. Only two medium sized vessels can berth on the Eastern 
side of the pier. Smaller local tankers were observed berthing on the 
Western side. 

Two tugs in attendance use ship's lines. Mooring boats used for 
passing lines to dolphins. 

The jetties lie in an approximate North/South direction and the 
prevailing wind (in January) was predominently from the Northeast. 
Medical: Assistance organised promptly. Patients taken care of by the 
ship chandler. 

There are 8 well equipped hospitals in the city. 

Tankers: Various products are exported from Zhanjiang. Vessel loaded 
gasoil and Jet A1 from shore tanks which are supplied from an oil refinery 
at Mamoming, 100 km. Northeast of Zhanjiang. The supplies are 
irregular and the vessel may have to load product as it becomes 
available. The exact density and temperature of the cargo could not be 
ascertained until loading was almost complete. 

There are no loading arms on the jetty. Hoses are used with 6 in. 
reducers. : 

The Loading Master never boarded the vessel throughout the stay 
and the vessel was not supplied with a walkie talkie to communicate 
with the shore. An Agent's interpreter remained on board throughout the 
loading operations at the insistence of the Master. 

Actual loading took 38 hours through 2 connections, one for each 
grade being loaded. A combined loading rate of 380 t.p.h. was achieved. 

Vessel has to provide own gangway. 

Slop reception facilities exist ashore but a written application has to 
be submitted through the Agent immediately upon arrival. Despite this 
rule it is advisable to telex this requirement in advance so as to enable 
the Agent to cater for it. 

No telephones provided at the tanker jetties. 

Ballast: Clean ballast cannot be discharged without prior written 
application and without prior inspection by the Harbour Authorities. The 
Authorities would normally encourage the Master to discharge ballast 
to the shore reception facility on payment. Vessel was able to obtain 
permission to discharge ballast overboard but it is worth remembering 
that Authority Inspectors board the vessel for this purpose only during 
working hours (0830 hrs. — 1700 hrs.). The vessel has to wait until the 
next day if written application is submitted out of hours. 

Protest: Agents are reluctant to accept Protests, even for receipt only, 
hence these may have to be sent by telex. 

Supplies: Adequate supplies of quality fresh provisions, including poultry 
products, pork, seafood, etc. are available as are fresh fruit and 
vegetables, especially in season. Bonded imported and local liquor are 
available at prices much less than Singapore and Hong Kong. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englan 


Banks: The following banks have branches in the city: The People's 
Bank of China, The Bank of China, The Industrial and Commercial Bank 
of China and The Chinese People’s Construction Bank. 
SHIPMASTER’S REPORT: July 1992. 

Vessel: 96,000 tonnes d.w.t., 243 m. LOA, 38 m. beam, 57,082 g.rt., 
12.0 m. arrival draft (even keel S.W.). 

Cargo: Crude oil. 

Approach to the Pilot Anchorage No. 1 is easy if visibility is good and 
the leading lights can be seen. If draft is over 9.0 m., then Pilot boards 
at Pilot Anchorage No. 1 from an old tug which can keep up with the 
vessel at speeds of less than 5.0 knots. 

Vessel was anchored at Pilot Anchorage No. 2 (0.4 nautical miles from 
Buoy No. 10). All leading lights and buoys were found to be in position. 

If vessel arrives before high water, then it is advisable to attempt an 
approach to Pilot Anchorage No.1 at high water, depending upon 
vessel's draft. While awaiting high water, good anchorage can be found 
about 8 nautical miles due East of Naozhou Dao Lighthouse, in a depth 
to about 21m. We sounded a depth of 3.0m. below keel near 
Buoys No. 2 and 3, when the tide height was 4.0 m. 

The vessel was boarded by 8 officials and the Agent at Pilot 
Anchorage No. 2 for “General Examination”. There is no provision for 
issuing Radio Free Pratique. 

Despite tendering Notice of Readiness upon arrival, the N.O.R. was 
accepted only after the vessel was given Free Pratique at the Pilot 
Anchorage No. 2 by the Port Health Officials. 

Vessel always berths at the oil jetty portside alongside. Berthing is 
assisted by 2 tugs and is carried out at high water. There are only 
2 Chicksan arms of 10 in. size, and the discharge pressure requested 
is 5.0 kg./sq.m. at the ship’s manifold, which achieves a rate of 
approximately 2,300 cu.m./hr. 

Except for the Agent, the other officials and Terminal Operators do 
not speak English, and communication can pose a problem. Hence it is 


advisable to request the Agent to stay onboard to act as an interpreter. 


At least a week's notice is required if any of the crew has to see a 
doctor, unless in an emergency case. The visit to the doctor is arranged 
by the shipchandler. 

Bonded Stores, dry and fresh provision are very reasonably priced. 
However, there is not much choice of Bonded Stores. 

Crew members are not allowed to go ashore directly along the jetty. 
The Agent has to be requested to arrange for a launch, which takes 
about 15 minutes to drop the crew ashore near the port main gate. The 
charge for each launch trip is U.S.$ 15.00. 

A Government surveyor carries out a joint survey with the Chief Officer 
prior to commencing discharge. The surveyor’s figures always vary from 
the ship's figures, as they use a different method of calculations, using 
density at 20°C for obtaining net volume. 

Crude Oil Washing cannot be started unless written permission has 
been obtained from the Harbour Master. Officials from the Harbour 
Master's Office come onboard and witness one Crude Oil Washing 
sequence, check oxygen content and the Oil Record Book, before 
granting this permission. 

Crew can go ashore using shore passes issued by the Immigration, 
but have to be back onboard by midnight. 

The Bonded Stores are sealed upon arrival by the Custom Officials. 
Notice: From Agent (Penavico) to Master: 

Quote: 

You are welcome to the port of Zhanjiang. 

During your stay at this port, please kindly comply with the following 
rules and regulations of the Port Authorities concerned: 

1. Please kindly apply to the Harbour Master in writing for permission 
for the following items. Do not start the below until the permission 
is granted from the parties concerned. 

(a) Open-fire repair/operation, e.g. welding, fire cutting. 

(b) Deballasting. 

(c) Discharge of slops/sludge or oily water to shore tank. 

(d) Overhauling of piston or main engine. Please indicate in your 
application form how long the immobilisation takes, and how 
many hours are needed for refitting the engine for emergency 
use. 

(e) Painting the hull and draft marks. 

(f) | Put down working rafts or boats to sea as assistance to work. 

(g) Echo sounding for the depth of the port area. 

2. It is banned to operate radio transmitter, single-side band radio 
(SSB) and radar. 

3. To discharge crude oil, if C.O.W. is to be made, please inform 
Harbour Master directly or via the Agent by cable/telex your 
application for C.O.W., 7 days before arrival. Upon arrival, please 
apply to Harbour Master in written forms: 

(a) Application paper for C.O.W. 

(b) C.O.W. Plan. 

(c) Photocopies of C.O.W. Certificates for ship's Master or Officer. 

(d) Item List for information checking for C.O.W. 

(e) Information for facilities of the ship required for C.O.W. 

When receiving the above information, Harbour Master Officers will 

attend your vessel to give written permission and detailed 

instruction. Do not, do not start a C.O.W. until you receive the 
permission letter from Harbour Master. 

4. According to the Frontier Defence Officials, crew members are 
allowed to stay ashore not later than midnight (2400 hrs.). Please 
kindly note and inform the crew members to come back to the ship 
before midnight. 

5. To apply for Free Pratique when arriving from other countries, 
please hoist quarantine (yellow) flag at day time, and open three 
red lights at night. 

6. pow. rtd Pilot and tug hire, please ascertain how long it takes 
and how many tugs are hired and write down in the Bills. 

7. If any problems, plase do not hesitate to consult the Agent. 

Please pay kind attention to the above and act accordingly. Thank 
you very much for your cooperation. 

Unquote. 
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SHIPMASTER’S REPORT: October 1993. 

Vessel: 30,000 d.w.t. product carrier. 

Max. Draft: 10.90 m., even keel. 

Cargo: Part cargo of gas oil, 7,200 tonnes. 

Pilots: \f draft exceeds 9.0 m., Pilot boards the vessel at Pilot Anchoray 

No. 1 from a tug. 

VHF: “Penavico” Agents can be received 10 miles off the bar. 

It was noted that Zhinjang Radio relayed messages to “Penavic: 
Agents and to the pilot station if vessel's transmitter lost contact. 
Approach: If vessels arriving before high water, then it is advisable » 
attempt an approach to Pilot Anchorage No. 1 at high water, dependin, 
upon vessel's draft and weather. 

However, when arriving with deepest draft of 10.90 m., no Probleny 
should occur when approaching Anchorage No. 1 at low water. 

All leading lights and buoys were found to be in position, and wey 
showing the charted characteristics. 

We sounded a depth of 3.50 m. below keel near the Buoys No. 2 
and 1.00 m. near Buoys No. 4/5 when the tide height was 4.0 m. 

All soundings in the channel showing the same depths as stated; 
the sea charts. 

Due caution to be exercised against heavy concentration of fishing 
boats and junk traffic. 

Pratique: Vessel did not anchor in the Pilot Anchorage No. 2, where thy 

authorities normally board for general examination. 

Due to tidal reasons, vessel proceeded direct to the berth wher 
authorities agreed to clear the vessel. 

Documents: Documents that were prepared by the vessel in Engig 

were accepted, but Chinese/English forms were supplied for furthe 

calls. 

The following documents were prepared by the vessel: 

7 copies Crew List (without addresses). 

1 copy Maritime Declaration of Health. 

1 copy Declaration of Personal Effects. 

1 copy Declaration of Currencies. * 

1 copy Declaration of Bonded Stores. 

1 copy Declaration of Ship's Stores. 

* Apparently nobody was interested to check foreign currencies. 
The following documents were prepared on the spot by the respecti: 

authorities: 

Arms and Ammunitions List. 

Bonded Stores List. 

Ship’s Stores List. 

Report of Clearance. 

Report of Entry for Foreign-Going Ships. 

Notice of Readiness was accepted after the vessel was given Fre 
Pratique. 

Pratique is only required at the first port of entry. 

Berthing: 2 tugs of 3,500 h.p. were in attendance, using ship's lines. 
One mooring boat used for passing the lines to the dolphins. 
Vessel berthed at the Oil Pier Dolphin Jetty starboard side to. 

Berth: An old reinforced concrete berth, fairly well maintained, bu 

without any facilities to handle their hoses or equipments. The ships 

gangway was not landed due to inadequate space on shore. 

The existence of a Ship Shore Safety List was unknown, and a walkie 
talkie was not supplied to communicate with the shore side. 

Vessel discharged via 16 in. hose. With an allowed back pressutt 
of 5 bars, we achieved an average discharging rate of 350 cu.m./hr. 

An Agent's interpreter remained on board throughout the stay becaus: 
neither the jetty personnel nor the authorities spoke English. 

Shore Leave: Crew members are not allowed to go ashore directly alo 

the jetty. The Agent has to arrange a boat service, which takes abov 

10 minutes to drop the crew ashore near to the port main gate. 
Private transports (motor cycles/taxis) are an adequate possibility 

reach a shopping area, where a variety of daily goods are offered. 

It is worth remembering to exchange foreign currencies in Exchang 
Offices/Banks only. 

Shore leave is permitted until midnight only, and passports and the 
Landing Permits are to be carried at all times. 


AUTHORITY: Zhanjiang Port Authority, 1 Youyi Road, Xiashat 
Zhanjiang, Guangdong Province, People’s Republic of China 
Tel: (86759) 250103. Telex: 452051 JZGDDCN. Cables: (905 
Zhanjiang. FAX: (86759) 280814. Contact: Liang Datong, Managin 
Director. 


ZHENJIANG: 32.13 N. 119.27 E. (See Plan) 


PILOTAGE: Pilot boards vessel at Bao Shan Pilot Station. Pilotage § 
undertaken between sunrise and sunset. 
ANCHORAGE: Vessels anchor in Luo Cheng Zhou Anchorage in? 
depth of 12.0 m. — 16.0 m. The nature of the bottom is mud and san 
Maximum size vessel that can anchor is 25,000 d.w.t. 

The anchorage is contained within the following coordinates: 


A. 32° 16’ 41" N. 119° 41’ 53” E. 
B. 32° 16’ 31” N. 119° 42’ 05” E. 
C. 32° 17' 26" N. 119° 42’ 16" E. 


D. 32°17’ 21” N. 119° 42’ 28" E. 
RESTRICTIONS: Vessels may only enter and sail during daylight hous 
MAX. SIZE: Draft limitation in Channel is 9.5 m. 
Tidal Range: Maximum 2.10 m., minimum 1.0 m. 
VHF: Radio station on Channels 11, 16 and 23. 24 hour serve 
maintained. 
TUGS: 2 x 428 h.p., 3 x 980 h.p. and 2 x 1,670 h.p. 


BERTHING: 
Working Cargo Crane 
pistrict Berth Length Depth LOA Handled Capacity 
(m.)  (m.) — (m.) (tons) 
First No. 2 60 §.5 General 2x 1.5 
No. 3 80 6.0 100 Passenger 
No. 4 60 6.0 80 Coal hove 
No. 5 60 6.0 80 Sand Av. 
Second No.1 182 11.0 200 Coal/Ore 4x 10 
No.2 180 11.0 200 Timber - 
No.3 180 11.0 200 General 2x5 
(DaGang) No.4 180 11.0 200 General = 
No. 5 (Under modification) 
Jian No. 1 80 11.0 100 Oil Products 
Bi No.2 110 11.0 140 Oil Products - 
No. 1-2 280 11.0 185 General - 
Buoy No. 2-3 280 11.0 185 General - 


CRANES: There is a floating crane with capacity 150 tonnes. 
Also see “Berthing”. 

FUEL: Contact Chang Jiang Bunker Supply Station. 

GENERAL: 

Provisions: Contact Zhen Jiang Ocean Ship Supply Company. 

Storage: Warehouse: 14,500 sq.m. Open storage: 124,000 sq.m. 

imports: Timber, ore, coal, scrap and oil products. 

Exports: Cotton, grain and general cargo. 


ZHOUSHAN, including Ao Shan: 30.01 N. 122.06 E. 


PILOTAGE: Pilotage is undertaken from 0700 hrs. to 1800 hrs. Pilots 
board vessels at Xia Si Men Anchorage (29° 43’ N., 122° 21’ E.). 
ANCHORAGE: Ma Si Men Wai Achorage for quarantine and Yeji Shan 
Anchorage for lightening. Depth is 15.8 m. — 30.0 m. Vessels of 150,000 
d.w.t. and 200,000 d.w.t. may use the anchorage. 

RESTRICTIONS: Vessels may enter and sail after sunset. 

MAX.SIZE: Draft limitation in channel is 15.0m. Tidal range is 
0.45 m. — 4.32 m. 

VHF: Zhoushan Radio on Channel 16 throughout 24 hours. 

TUGS: 1 x 600 h.p., 1 x 1,200 h.p. and 1 x 1,800 h.p. 

BERTHING: 


Working Max. Cargo 
District Berth Length Depth LOA/Draft Handled 
“a (m)  (m.) — (m) 
Ding Hai Jiang Kou Pues — - Coal 
Shenglia- Dun Tou 92 0 120/6.0 Multi — use 
Men 153 7.0 160/7.0 Petroleum 
11.0 — 15.8 Lightening 
Ma Shi Shan 
Buoy No. 1,2,3 
aida Lackuang Shan 130 10.5 170/10.0 Multi — use 
shan 
Ye Ya Shan 19.0/13.0 
Anchorage 


CRANES: 2 x 8 ton cranes at Dun Tou and 2 x 10 ton gantry cranes 

at Laokuang Shan 

TANKERS: See “Regulations” and “Shipmaster’s Report”. 

FRESH WATER: Available. 

REPAIRS: Facilities available. 

GENERAL: 

i Warehouse 3,970 sq.m. and open storage space of 
,000 sq.m. 

Cargo Handled: Imports: Grain, cement, timber, steel, bagged fertiliser 

and petroleum. Exports: Sea products, frozen cargo and tin. 

REGULATIONS: Guidelines for Oil Handling Operation of Ships at 

Zhoushan: |n order to keep the Harbour Waters from being polluted, the 

concerned parties shall abide by the following when vessels are involved 

in oil handling operations at the port. 

1. Before Operations: 

(1) Working procedures for oil handling shall be pre-planned and 
tank capacities, pipelines (including sounding pipes and air- 
pipes) and valves (including valves for fuel oil filling main on 
both sides) shall be carefully checked. The balance of the ship 
shall be kept. All deck scuppers shall be plugged tightly. 

(2) Drip trays shall be placed in position where oil spillage and 
leakage are likely to occur. 

(3) Pumping rate and signals of communication shall be agreed 
_upon, which shall be understood by both sides. 

2. During Operations: 

(1) A sufficient number of duty men shall be assigned to check the 
operations constantly. A warning shall be given in time if the 
pump needs relieving pressure or stopping. 

(2) Adequate ullage shall be left in receiving tanks. The valves of 
next receiving tanks shall be opened before the valves of full 

3 tanks can be closed when shifting of tanks is to be performed. 
- Upon Completion of Operations: 

(1) Pressure shall be properly controlled in stripping pipelines. 

(2) Relevant valves shall be correctly closed and hoses are to be 
sealed with blank-flanges as soon as they are disconnected. 

(3) “Oil Record Book” shall be carefully filled out. 


CHINA 


4. Emergency Measures: 

In case of oil spillage, effective measures shall be taken immediately 

by both sides to control, and eliminate pollution (if using dispersants, 

approval from the Harbour Authorities must be obtained), meanwhile 
such pollution shall be reported to the Harbour Authorities at once. 

A written report of accident shall be submitted and be subject to 

investigation and settlement. 

The guidelines also apply to all vessels and terminals between 
which oil handling and operations of noxious liquid substances in 
bulk are to be carried out. 

Issued by: Zhoushan Harbour Superintendency Administration of the 
People’s Republic of China. 

Appendix: List of Articles Prohibited by the People's Republic of China 
from Entering or Leaving the Territory: 

1. Articles prohibited from entering the territory: 

(1) Arms, ammunition and explosives of all kinds. 

(2) Counterfeit currencies and counterfeit negotiable securities. 

(3) Printed matter, films, photographs, gramophone records, 
cinematographic films, loaded recording tapes and video-tapes, 
compact discs (video and audio), storage medium for the 
computer and other articles which are detrimental to the 
political, economic, cultural and moral interests of China. 

(4) Deadly poisons of all kinds. 

(5) Opium, morphia, heroin, marijuana and other addiction-inducing 
drugs and psychedelics. 

(6) Animals, plants and products infected with or carrying disease 

lerms, insect pests and other harmful organisms. 

(7) Foodstuff, medicines and other articles coming from epidemic- 
striken areas and harmful to man and livestock or those capable 
of spreading diseases. 

(8) Renminbi (with the exception of Renminbi dealt with and carried 
in compliance with an agreement of protocol on the exchange 
of national currencies in the case of Foreign Exchange 
Certificates, relevant regulations shall be applied). 

2. Articles prohibited from leaving the head & 

(1) All articles enumerated as articles prohibited from importation. 

(2) Manuscripts, printed matter, films, photographs, gramophone 
records, cinematographic films, loaded recording tapes and 
video-tapes, compact discs (video and audio), storage medium 
for the computer and other articles which involve state secrets. 

(3) Valuable cultural relics and other relics prohibited from 
exportation. 

(4) Endangered and rare animals and plants (including their 
specimens) and their seeds or reproducing materials. 


Notice to Master and Crews of Vessels Entering or Leaving China: 

1. Masters and crews of vessels entering or leaving Chinese territory 
are required to comply fully with the “Customs Law of the People's 
Republic of China", “Procedures of the P.R.C. for the Supervision 
of Inward and Outward International Sailing Vessels and Goods on 
Board”, and other relevant regulations. 

2. Such a vessel shall enter or leave the territory only at the place 
where there is a Customs establishment and be there berthed, either 
for loading or unloading cargo or for embarking or disembarking 
passengers. 

3. Either the Master or his Agent shall report beforehand to the 
Customs, through the Harbour Authority, the time of arrival or 
departure of his vessel, its location and movements, as well as the 
time required for loading or unloading its cargo. 

4. Upon arrival of vessel, either the Master or his Agent shall present 
to the Customs the following documents: 

(a) An Arrival Report. 

(b) A Manifest, in duplicate, of all the cargo carried on board, or a 
“Nil” report in case none is carried. 

(c) A list of Inward Passengers (including those booked as 
"Through Passengers”, “Nil” being required when there is no 
passenger). 

(d) A Crew List. 

(e) Alist of Ship's Stores, articles belonging to the crew, currencies 
and gold and silver bullion. 

(f) A statement of rolled tobacco and alcoholic beverages kept 
under seal fo use by ship or crew. 

(g) A Customs Control Register of inward and outward vessels, 
“Nil” being required for vessels in countries other than P.R.C.). 

(h) Any other document required by the Customs. 

5. At the time of the vessel's departure, the Master or his Agent shall 
present to the Customs the following documents: 

(a) An Export Manifest or a “Nil” report, if no cargo is loaded. 

(b) A list of Outward Passengers (not required when no change 
has taken place in the original list, and no new passengers have 
been taken on board). 

(c) A Crew List (not required when there has been no change). 

(d) ACustoms Control Register of inward and outward vessels (not 
required for vessels registered in countries other than P.R.C.). 

(e) Any other document required by the Customs. 

6. Inward or outward goods and articles carried by vessels (including 
those consigned for shipment on someone's behalf) shall be 
truthfully declared by the Master to the Customs, and be subject to 
the Customs control and supervision. On no account shall any goods 
be taken either ashore or on board without Customs permission. 

7. Before taking any action with respect to the discharge, 
replenishment, transfer or abandonment of fuel for ship's use or 
ship stores, application for so doing shall be submitted to the 
Customs for approval. 

8. Rolled tobacco and alcoholic beverages carried on board for use 
by ship or crew shall be truthfully declared to the Customs, except 
for the limited portion allowed by regulations on a voyage with a 
view to meeting the needs of ship and crew during the vessel's stay 
in port, they shall be sealed up by the Customs. As long as the 
vessel remains in Chinese territorial waters, this seal cannot be 
removed without Customs permission. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englan, 


9. Any crew member intending to take things on board or ashore shall of Crude Oil Washing, they all had assumed that COW was tank clean 
declare them to the Customs for examination. Articles that are on _ with water, until explanations were given to the Terminal Manager ay, 
the Import or Export Prohibitive List of P.R.C. (see Appendix) must _his staff by the writer, the attending Operations Superintendent and th, 
on no account be taken into or out of the territory, either for hisown Chief Officer. Once the message had been passed by the Manager 
or on behalf of others. the Harbour Master, we were told that we had to apply in writing to ty 

10. On leaving or boarding a vessel application must be made by the _ Harbour Master's office for permission to COW, we were well into oy 
crew member to the Customs for completion of the necessary COW programme by this time, but a simple note on company heads 


formalities beforehand. paper was sufficient to appease him. 
11. Violation on the part of a Master or crew member of the “Customs The initial stages of Sones progressed quickly as all lines, valve, 
Law of P.R.C.”, or of the “Procedure of the Customs of P.R.C. and tanks ashore were proved. Once they were happy, we were askew 


Governing the Control and Supervision of Inward and Outward to pump at a maximum rate of 3,000 cu.m./hr. per Chicksan and ; 
International Sailing Vessels and Goods on Board”, etc., shall be | maximum of 13 Bar to 4 empty reception tanks ashore. They could ng 
dealt with by the Customs in accordance with the Customs Law, understand why we did not achieve the maximum permissible line bag 
Implementation Rules concerning infliction of Administrative pressure, and so we explained that we would find it almost impossibj 


Penalties by the Customs of P.R.C. to achieve anything like 13 Bar when pumping to 4 empty tanks whic 

were effectively lower than the ship at the end of two 700 mm. X 1.0 kn 

SHIPMASTER'’S REPORT: February 1993. lines. The discharge operation progressed smoothly for the most par 
Ao Shan: with the one major fault being the lack of communication between 


Vessel arrived at the anchorage to the S.E. of Tao Hua Dao having and shore. We were told we could contact the shore via VHF Channel 1 
received the following instructions from the Agents ‘Penavico Zhoushan” _at any time, but this was not the case. Very often there was no reply 
“Proceed from the high seas to 29° 35’ N., 122° 38' 09" E., then alter our call, and when a reply was forthcoming, the language barrier prove; 
course to 301° and approach the pilot anchorage. The channel depthis formidable. The Agents and Terminal Manager spoke good English, by 
17.2 metres. When the tide rises, proceed to the Pilot Anchorage ata a majority of the people with whom we dealt had little knowledge 9 
maximum speed of 8 knots, you must be below 8 knots for the last English. 

10 miles. No photography is allowed. Your radio transmitter must be off. Incoming stores and mail from Europe came via Beijing, Shangha 
The pilot will listen on VHF Channel 16.” and Ningbo to the local town of Ding Hai, and then by ferry to th: 

The anchorage is centred around 29° 44’ N., 122°41'E., and had _ terminal. It takes time for them to reach the ship. Outgoing mail was 
about 6 ships waiting there to make the passage through the Shih-Peng accepted by the Agent, who said that it would take about a week for} 
Chiang. The anchorage depths are in the range 19m. — 25m., about to reach Europe. We called in a chandler and found the quality of loca 
8.0 m. deeper than the immediate approaches. We did, however, find fresh produce to be high and at a cheap price. Rubbish disposal s 
approximately 4.00 m. of water more than we had expected. There was __ available, but it has to be landed from amidships to the jetty. Before} 
a clear line of demarkation on the sea surface as we entered the waters goes ashore, it is inspected by a Customs Officer, and then it has to be 
coming from the Shih-Peng Chiang, which have much silt in suspension. sealed in non-breakable bags. We did not make use of any laundy 

Our vessel was drawing about 15.2 m. in a part-loaded condition, but —_ service but, as you would expect in this part of the world, an allegedi 
is the biggest ship ever (318,000 d.w.t.) to have visited China. We were good service is available with a prompt turnround time. 
blessed with the senior pilot of the Zhoushan District plus 2 assistants, On completion of discharge, a very cursory inspection of tanks, during 
both fairly senior men themselves, for the passage from the outer which there was no inspection of any of the permanent or sailing ballast 
anchorage to the berth. The arrangement was that we would berth in was carried out. Immigration formalities have to be taken before the 
daylight and at high tide, we therefore sailed up the Shih-Peng Chiang __ vessel can sail. All shore passes must be returned, and they must be 
at first light, which we assumed to be the norm as none of the lights _in good condition to avoid the wrath of the Immigration Officer, who wil 
and racons in this channel were working. not work before 0800 hrs. As the vessel must sail on high tide and in 

Immigration formalities must be carried out before berthing, so we _—_ daylight, we had an overnight stay alongside. For sailing, only 2 tugs 
anchored in about 100 m. of water, 2.5 miles to the West of Ta-ma! were used by the same senior pilot and 1 assistant. 

Dao. About 10 Immigration and Customs officials, accompanied by the Overall, the level of operation was fairly low , but the jetty is well found 
Agent's boarding clerk, were shown into the vessel's conference room. and manned by operators who were more than happy to learn and to 
Proceedings got off to a good start by offering these officials coffee and _ listen to the advice we were pleased to give them. 

biscuits, and by having the appropriate documents to hand. They want 

to see all Discharge Books (or passports for supernumeraries), all ship's 

documents and most of the documentation listed in “Guide to Tanker 

Ports”. Contrary to advice contained therein, they do not insist on 

information being on PRC forms, Company's standard forms were 

happily accepted. 

Forms requested were: 

copies Bills of Lading. 

copies Crew List. 

copies Cargo Manifest. 

copy Personal Effects List. 

copy Arrival Condition (drafts, deadweight, cargo details). 

copy Voyage Memo, to include details of ports of call during the 

voyage. 

1 copy Provisions List. 

On the completion of formalities, which was a friendly and easy 
process, most of the officials left the ship, but accommodation and food 
must be provided for 4 men throughout the vessel's stay at the berth. 

A gangway watch is maintained at all times. Shoregoers must take their 
Discharge Books and Shore Passes with them, and are allowed ashore 
between sunrise and midnight. Foreign Exchange Certificates with a 
value against the Reminimbi Yuan of one to one are issued to Aliens”. 

The approach to the new terminal at Ao Shan was made from the 
West at high tide. Five “tugs” were employed to assist in berthing, but 
it appeared that of the 5 vessels, only 2 were real tugs with the other 3 
being old minesweepers. It must be said that none of them was really 
man enough for the job. A Force 6 N.W.'ly came up at about midday 
and effectively held the vessel off the berth. The berthing operation then 
became difficult and protracted on a falling tide, and was not helped by 
the reluctance of the mooring boat crew and mooring gangs ashore to 
handle our mooring wires. It had to be slowly explained that it was 
impossible for us to provide all fibre ropes, and once the message was 
understood, the operation continued relatively smoothly. The final tie- 
up configuration was 5, 2 and 2, with the starboard anchor out to 
7 shackles on deck, the impression given was that the anchor would not 
be used in normal circumstances. The senior pilot carried out his duties 
in a calm and unruffled manner, and maintained his demeanour at all 
times. 

This new terminal has a jetty and berth capable of handling vessels 
up to a maximum of 230,000 d.w.t. The jetty is well found with 3 mooring 
dolphins either side of the main jetty. There are permanent firefighting 
towers either side of the 3x16 in. Chicksans, the maximum allowed 
airdraft is 22.5 m., sea to Chicksans. There is a gantry-type gangway 
supplied from shore, complete with permanently attached armed guard 
to check the documentation of visitors and shoregoers alike. The tank 
capacity is currently 2 x 100,000 cu.m. and 2x 50,000 cu.m., with 4 more 
tanks, doubling the capacity, to be on stream later this year. There is a 
fresh water connection which will be in use later this year. The jetty and 
the ship are surrounded by an oil boom during all discharge operations. 

Once alongside this new terminal, it became apparent that the terminal 
personnel had a very limited experience of normal tanker practice. There 
was no Tanker Safety Check List, and they had not heard of ISGOTT. 

The “Surveyor” did not check the empty ballast tanks or the bunkers, 
and did not issue an Ullage Report. No one ashore understood the basics 
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Christmas Island 


CHRISTMAS ISLAND, Indian Ocean: 
10.25 S. 105.43 E. (See Plan) 


pORT LIMITS: The area of sea in and adjacent to Flying Fish Cove in 
the Territory of Christmas Island enclosed by a line commencing at a 

int where a line bearing 270° True from the flagstaff at Government 
House intersects the coastline of Christmas Island at MHW_ thence 
pearing 270° True for a distance of 2 km. thence bearing 360° True for 
a distance of 2 km. thence S.E. by a straight line to Rocky Point thence 
generally S.W. along the coastline of Christmas Island at MHW to the 
point of commencement. 
DOCUMENTS: 

Port Clearance. 

2 Crew Lists. 

2 Passenger Lists. 

2 Manifests. 

Health Certificate. 

Certificate of Registry. 

Load Line Certificate. 

On arrival at the Island, all usual customs formalities must be 
observed. : > : 

immigration Officers will board to clear vessel inward. Until the vessel 
has been cleared, crew members and passengers must not go ashore. 
PILOTAGE: Vessels must not close the moorings nearer than one mile 
until such time as the Harbour Master, or his Assistant, boards to 
supervise securing to the mooring system. All Harbour Masters are 
qualified Master Mariners and will render pilotage assistance. 
ANCHORAGE: No sea anchorage is available at Christmas Island, the 
depth of water being too great. Vessels unable to moor due to adverse 
weather, berth occupancy or late arrival, usually drift off the port and 
return by daylight next morning, or when advised to do so by the Harbour 


Master. 

RESTRICTIONS: It is not normal practice to moor vessels at night, but 
unmooring is carried out at all hours. 

MAX. SIZE: LOA 192 m. Beam 28 m. Summer d.w.t. 35,000 tons. 
HEALTH: Health procedures are basically as those set out by the World 
Health Organisation in their International Sanitary Regulations. Vessel 
whose last port of call was in Australia, do not need Pratique clearance. 

All other vessels should request Free Pratique by radio when less 
than 48 hours from the Island. 

The Pratique cable should state: 

Last port of call and date of departure. 

Number of persons on board and number of passengers for the 
Island. 

Any suspected or confirmed infectious diseases on board. 

The Port Health Officer may board to inspect passengers, crew, 
medical papers and/or cargo. 

Also see “Regulations”. 

RADIO: ETA Advice: The telegraphic address is “CIPHOS, Christmas 
\sland”, and through Perth, Western Australia, or Singapore Radio. On 
sailing from the previous port, an ETA should be radioed to the Harbour 
Master. 48 hours before arrival, a confirmation of the ETA should be 
sent. 

Also, the Island should be advised of: 

the passengers on board, 

number of bags of mail, 

total quantity of inward cargo, and 

the hatch disposition of the inward cargo. 
Ships in Port: In conformity with international regulations, no radio 
transmissions are allowed by vessels whilst berthed at Christmas Island. 
Any telegrams requiring despatch must be lodged at the Post Office for 
transmission. Post Office hours are 0800-1200 and 1300-1500, Monday 
to Friday only. 
VHF: The Marine Office is equipped with VHF and may be called on 
Channel 16 from 0000-0900 hrs. (G.M.T.), Monday to Friday, weekends 
by arrangement only. 

Call sign is “Christmas Island Marine”. 

TUGS: None. 

BERTHING: On receipt of radioed advice, arrangements should be 
made to arrive at the boarding position, i.e. one mile West of Smith 
Point, at the appointed time. On arrival, the way should be taken off the 
ship and the engines stopped, as, when the weather permits, the 
mooring gear is also loaded at this position. Six 52 mm. mooring lines 
will be placed on board. Shore labour carry out this operation and also 
moor the vessel. 

Main Engines and Deck Machinery: \t is imperative for the vessel's 
Safety that the main engines are ready for proceeding to sea at all times, 
&$ Occasionally sharp squalls set in which make it necessary for the 

Ip to proceed offshore at very short notice. 

When the vessel is moored, the engines must not be used except for 
Proceeding to sea. This also applies to moving engines for testing, for 
which the prior permission of the Harbour Master must be obtained. 

Power, whether steam, electric or hydraulic, must be kept on the 
windlass and all winches the whole time the vessel is in port. It is 
Pipe 2) important that the windlass and aft mooring winch are in first 

rder. 
BULK CARGO HANDLING: Vessels Loading Bulk Phosphate: 
Loading Plant: Bulk phosphate is loaded by 2 cantilever arms. When 
the Ship is moored in the loading position, the arms are swung over the 
@ppropriate hatches and the cargo poured directly into the holds. The 
Capacity of each arm is 1,500 tonnes per hour; i.e. 3,000 tonnes per 

Ur Overall loading rate. 
rast Vessels should arrive with sufficient ballast to allow them to be 

fandied without tugs in a strong breeze. However, on ships loading bulk 

Osphate the amount of ballast should be restricted to the amount 
which can be discharged comfortably whilst loading. The bottom of the 
loading chute, when fully raised, is 16 m. above MHWS. 


a 


CHRISTMAS ISLAND 


The Loading Berth: The bulk loading plant is served by a system of 


outer and inner buoys. Initially, a vessel is secured to the outer buoys, 
which are anchored in very deep water and then breasted to an inner 
buoy system (Inner Berth). 
Preparation Before Arrival: 


(i) The forecastle head should be left as clear as possible of chain, 
lashings, etc., so that all pipes, fairleads and bitts are available 
for use. 

(ii) The derricks or cranes at No. 1 and at the aftermost hatch should 
be ready for loading cantilever mooring gear. At the other hatches, 
all derricks should be hoisted and swung over to the port side so 
that derricks, guys, preventers and runners are well clear of the 
hatchway. Hatches should be open before the Pilot boards ready 
for immediate loading once the ship is secured in the berth. It is 
essential that all lower holds are clean and free of dunnage on 
arrival. Hatch beams need not be removed. 

(iii) If general cargo is to be discharged, a good boat rope should be 
rigged on the both sides for the full length of the vessel going 
well forward and well aft with “stirrups” abreast of the ends of 
each hatchway. 

(iv) Any jumper stay, mast stay, or wireless aerial which obstructs a 
hatch should be free and ready for releasing. 

(v) The ship is required to have ready 3 mooring ropes forward and 
3 mooring ropes aft. These ropes should be at least 52 mm. in 
diameter and in good condition. One rope forward and one rope 
aft should be at least 200 m. in length. 

If there is doubt about the condition, size or length of ship's ropes, 
the Harbour Master should be requested, by telegram, 24 hours 
before arrival, to supply extra shore ropes. 

(vi) The pilot ladder should be rigged on the starboard side sufficiently 
far forward to be on the flat side of the vessel clear of the overhang 
of the hull aft. The bottom rung should be one metre above the 
water. Manropes must be fitted. 

(vii) All discharges or scuppers in the vicinity of cargo boats, pilot 
ladders or gangways, must be effectively screened or blocked 
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off. 
(vill) As the loading rate is high (approximately 3,000 tonnes per hour) 
vessels should endeavour to arrange the discharge of water 
ballast so that loading can be completed without interruption. 
However, the vessel should not arrive trimmed excessively by 
the stern as this could make her extremely difficult to handle in 
the eb hosel Mike South East breeze. 
(ix) All derricks, hatch boards, and beams will be handled by ship's 
crew only. 
(x) Mooring winches aft and windlass forward should have power on 
ready for shore labour to handle mooring ropes. 
Stowage Factor: The free pour stowage factor of Christmas Island 
phosphate is 0.75-0.84 cu.m./tonne in bulk carriers. The angle of repose 
is about 35°. 
Weighing Machine: A weighing machine is installed at the loading plant 


but it must only be used as a guide to the quantity loaded and scale 
figures should be checked against the vessel's draft. 


Loading will be stopped at any quantity desired short of the final figure 


to allow the draft to be determined and alterations made to end hatch 
figures for adjusting the vessel's trim. 
Loading Distribution Plan: A \oading distribution plan should be made 


up, to be presented to the Loading Master on arrival. 

Fastest overall loading time will be achieved if amounts can be more 
or less evenly distributed between the two loading arms. 

Draft gauges are supplied from shore and fitted to ship's side to assist 
with draft readings. 

It is recommended that planned loading allows a balance of 500/1,000 


tonnes for trimming after draft survey. No draft surveys are carried out 


by shore personnel. The ship must carry out is own draft survey and 
call for additional cargo required to make up Bill of Lading or Manifest 
quantity as per charter party. 

Vessels Loading Bagged Phosphate Dust: 

The Loading Plant: Bagged phosphate dust is loaded by ship's gear. 
The bags, stowed on cloverleaf slings, are brought alongside by powered 
barges, hoisted inboard and block stowed in the hold. The net weight 
on each sling is 2 tonnes. 

Ballast: Ships loading bagged dust should, to expedite loading, retain 
all their ballast until approximately half the cargo is on board. 

The Loading Berth: Bagged phosphate is usually loaded at ‘B2’ mooring. 
Here the vessel is moored between two buoys, the bow to the main 
mooring and the stern to a buoy further inshore. 

Preparation Before Arrival: 

(i) The derricks should be raised and ready to work. Weather 
permitting, 2 hatches should be open and ready to commence 
loading with 2 gangs immediately upon arrival. 

(ii) A good boat rope should be rigged on both sides of the vessel 
going well forward and well aft with supporting “stirrups” abreast 
of the ends of each hatchway. 

(iii) Two heavy mooring ropes should be ready forward to run from 
either bow to the buoy. In addition to the head mooring lines, 
2 good mooring ropes should be available aft. These ropes 
should be positioned so that they can be run from either quarter. 

(iv) All ropes should be at least 200 m. long. If there is doubt about 

the condition or length of the ship's ropes, the Harbour Master 

should be requested by telegram 24 hours before arrival to supply 

extra shore ropes. 

The pilot ladder should be rigged on the starboard side sufficiently 

far forward to be on the flat side of the vessel clear of the overhang 

of the hull aft. The bottom rung should be one metre above the 

water. Manropes must be fitted. 

(vi) All discharges or scuppers in the vicinity of cargo boats, pilot 
ladders or gangways must be effectively screened or blocked off. 

(vii) All derricks, hatch boards and beams will be handled by ship's 
crew only. 
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Stowage Factor: Bagged dust stows at approximately 45 cu.ft. per ton 
(1.25 cu.m./tonne). 
Bill of Lading Tonnage: Loading will be stopped at any quantity desired 
short of the final figure to allow the draft to be determined and alterations 
made to end hatch figures for adjusting the vessel's trim. 
CRANES: On wharf, 1 Favco 20 tonne S.W.L. and 1 Babcock & Wilcox 
4 tonne S.W.L. 
STEVEDORES: Supplied by Agents. 
MEDICAL: The Medical Superintendent may be consulted on payment 
of the usual fees. Members of the ship’s company requiring treatment 
should be provided with a letter from the Master stating the nature of 
their ailments. This letter will also be an undertaking from the Master 
that the Doctor's fees will be paid. 
If Hospital accommodation is desired, please apply to the Medical 
Superintendent beforehand, regarding fees, etc. 
TANKERS: Furnace and diesel oils pumped ashore simultaneously 
through floating pipelines, 8 in. and 6 in. diameter respectively. 
DENSITY: 1023 constant. 
FRESH WATER: In an emergency, a limited quantity of fresh water may 
be obtained. Requirements should be advised by radio the day prior to 
arrival and confirmed with the Harbour Master when he boards. 
Sufficient water should be carried to allow for a prolonged period of 
drifting off the Island in unfavourable weather conditions. 
FUEL: No facilities are available for the provision of fuel oil, other than 
very small quantities of diesel oil for boats or visiting yachts. 
CONSULS: Administrator's Office performs some consular functions. 
REPAIRS: No facilities exist. 
SURVEYORS: Cargo Surveyors: The Harbour Master or his assistant 


in his capacity as Lloyd's Agent. There are no authorised hull surveyors. 


GANGWAY/DECK WATCHMEN: Not required. 

OPENING/CLOSING HATCHES: All beams and hatches to be handled 
by ship's crew. 

CERTIFICATES: Register of Cargo Gear and Test Certificates. 
CARGO GEAR: To comply with requirements of the Australian 
Navigation Act, 1912-58. 

REPATRIATION: Only for medical emergencies. 

AIRPORT: Weekly flights from Perth and Singapore. 

TIME: GMT plus 7 hours throughout the year. 

HOLIDAYS: New Year's Day; Australia Day (26th January); Hari Raya 
Haji; Chinese New Year — two days; Good Friday; Easter Monday; 
Queen's Birthday; Territory Day (1st October); Hari Raya Puasa; 
Christmas Day; Boxing Day. 

No work performed on New Year's Day, Hari Raya Puasa, Good 
Friday, 1st day of Chinese New Year and Christmas Day. 
POLICE/AMBULANCE/FIRE: Police Tel: 444. Ambulance Tel: 333. Fire 
Tel: 222. 

EMERGENCY CO-ORDINATION CENTRE: The nearest Co-ordination 
Centre is the Coastal Surveillance Centre, Canberra. Tel: Canberra 
476666. Cables: “Marineops” Canberra. 

TELEPHONES: Placed aboard when required by Port Authorities. No 
charge. 

BANKS: The Bank of New South Wales, Christmas Island, Indian 
Ocean. Telex linked direct to head office of the Bank of New South 
Wales in Perth, Australia. 

STORING: See “Prelims”. 

1. The Island is stored purely for local needs with limited quantities 
and range of supplies. It would therefore only be in cases of extreme 
emergency that stores would be supplied to ships. 

2. In such cases vessels would be stored by barge, and this would 
take place at any convenient time prior to or during loading. 

3. Not applicable as moorings are off shore. 

4. Fork lifts are available to assist in loading stores. 

5. There are no Customs regulations or requirements pertaining to 
the loading of ship's stores. 

6. Local labour is available to load stores onto ships. 

SHORE LEAVE: See “Regulations.” 

IDENTIFICATION CARDS: Not required. 

REGULATIONS: The importation of animals and poultry into Christmas 
Island is subject to strict control. No animals or poultry may be imported 
into Christmas Island without a permit from the Administrator; therefore 
animals or poultry must not be accepted on board a ship for carriage to 
the Island unless the following documents are produced:— 

(a) A Permit from the Administrator.. 

(b) A Certificate of Health and Declaration by Owners on Form B301 
ha by a Government Veterinary Surgeon and Quarantine 
Officer (Animal). 

(c) A Certificate of Stock signed by an Inspector of Stock. 

(d) A permit to embark animals on Overseas vessels signed by a 
Quarantine Officer (Animal). 

Shore leave is, in normal weather, at the discretion of the Master and 
shall expire at 1700 hours local time. When the weather is doubtful the 
Harbour Master may prohibit shore leave altogether. 

We must ask the Master to take action to prevent the Steward and 
other members of the crew selling or supplying liquors or other goods 
to any person on the Island. Breaches of the Liquor and Trading Laws 
render offenders liable to heavy penalties. 

Whilst the vessel is in port the disposal of garbage overboard is 
prohibited. 

The port of Christmas Island is a gazetted port regulated by the 

Australian Navigation Act and the Merchant Shipping Ordinance of the 
former Colony of Singapore. The Mining Corporation's Harbour Master 
and Assistant Harbour Masters are appointed by the Government as 
Deputy Harbour Masters responsible for enforcing these regulations. 
Your co-operation with them is earnestly requested. 
WEATHER: The barometer is not a reliable guide in these latitudes. 
While the wind is steady from the Eastward with a clear sky, fine weather 
may be expected; but if the wind falls light or if clouds bank up in any 
quarter, squalls blowing onshore can be expected. Also, lightning in any 
quarter is usually followed by unsettled weather. 
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Whilst shore labour is on board, a Harbour Master is on duty. He w 
advise if the weather conditions necessitate taking the vessel to sea 
will supervise the unmooring operations. However, when the ship « 
moored, but idle, sea watches must be kept. Should the wind big 
onshore at Force 3 or more, or the vessel’s movements place undy 
strain on the moorings, the ship must be taken to sea at once. 
QUESTIONNAIRE: To facilitate loading the vessel, the questionnaix 
should be completed and forwarded to the Corporation's Geneg 
Manager on arrival. 

M.V. 


S.S. 
Off. 


The General Manager, 

Phosphate Mining Corporation of Christmas Island, 
CHRISTMAS ISLAND, 

INDIAN OCEAN. 


Dear Sir, 


| acknowledge receipt of your brochure giving information in connection 
with mooring and loading at Christmas Island which | have careful 
noted. 


The following are the particulars of this ship:— 

Coen Sigg i i i ee 
Tonnage = Grose sa ee Nee SS ee ee eee 
Tonnage Summer Displacement——__{[{_SE 
aS oy etl! 2: yt lS 27." 9 
Size.of, Panama) Lead. — if fitted ee 
Size of Chain Cable. 
Weetaghtitisto Aric cores st at ts ee a 
Last Port of Departure. 
Date of Sailing 
Quantity of Phosphate required for full cargo this voyage tonnes 
Number of hatches into which Phosphate will be loaded______ 
Quantity to be loaded into each Hatch : No. 1__---_No. 2_____ 
Noss NO: i Stet SINOG Geet oot No: G. 

Spare’ cabins eae Ee 
Additional cabins which can be made available if required___. 
Number of berths in additional cabins___ 
Total number of passengers who can be taken——__EE_ 
Quantity of fuel on board on arrival 


Daily Fuel Consumption — Steaming 


( ) MASTER 


AUTHORITY: Phosphate Mining Corporation of Christmas Island, 
Christmas Island 6798, Indian Ocean. Tel: 8264. Telex: Indian Ocean 
766 78005. Cables: Ciphos, Christmas Island. Contact: Captain A. G. 
Turner, Harbour Master. 

Phosphate Mining Corporation of Christmas Island, 5 Mill Street, 
Perth, Western Australia 6000. Te/ex: AA 92047 Ciphos. Cables: Ciphos, 
Perth. 


NOTES 
Please also advise Shipping Guides Ltd. 


Colombia 


GENERAL: 


DOCUMENTS: 
Consular Documents: dee ; 

in foreign ports where cargo for Colombia is loaded, the Colombian 
Consulate must receive two copies of the Cargo Manifest, on a special 
form (Colombian Freight List), one of which is returned to the vessel 
and the other is filed at the Consulate. 
prior to Arrival: 

Notice of arrival: 

The agency must prepare the standard Colombian document for 
confirmation of vessel arrival, giving the characteristics of vessel and 
ndicating the services requested: pilotage, towing, anchorage, berthing, 
cargo to be loaded and unloaded, as well as water, electric power, 
telephone, fuel and lubricants. 

This form is addressed to the Director of Operations of the Marine 
Terminal of the Colombian Port Authority (COLPUERTOS) and is 
submitted in seven copies (original and three copies for the Marine 
Terminal and a copy each to the Port Captain, the Customs Security 
Office, and the Port Public Health Officer). If passengers disembark, an 
additional copy must be submitted to Migration. 

Information on cargo for the port: 

At least 24 hours in advance of the vessel's arrival, the agency must 
receive the following documents by airmail, for distribution as indicated: 


Marine 

Documents Customs Terminal Agency Total 
Freighted Manifest (Freight List) - - 1 1 
Freighted Bills of Lading 1(a) 3 1 5 
Uist of Cargo by Hatch - 1 1 2 
List of Dangerous Cargo in Transit - 1 1 2 
Stowage Plans - 1 1 2 
(a) St 


amped. ’ 
Request for Port Services: 

The agency must submit to COLPUERTOS, 8 hours in advance of 
the vessel's arrival, the following documents, in original and two copies: 
request for berthing crew, cranes, terminal crew, motorised equipment 
and storage; request for inward pilotage and towing. 

On Arrival: 

On the entrance of a vessel, the following documents must be 
submitted, either on the model forms established by LAFTA Resolution 
254 (IX), or on similar forms, except the Cargo Manifest, which will be 
made out on the Colombia Freight List form. 

Number and Distribution of Documents 
Type of Documents Port Cust. Marine Port Pub. 
Basic Forms Capt. Sec. Term. Health Migr. 
1. General Declaration 1 1 - ~ 
2. Cargo Manifest 
3. Crew List 
4. Passenger List 
Ship's Stores 
7. 


Agency Total 


Crew Effects Declaration 
Maritime Declaration of 
Health 
8. Mail List - 2(b) - - - 1 
Additional Documents: 
9. Clearance from Last Port - - - = = 
10. List of Passengers in 1 1 1 - 1 


1 
1 1 
1(a) 1 
- 1 
1 
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Declaration (c) 
12. List of Dangerous Cargo in 1 - 1 - = 1 
Transit (c) 
13. "No Mail" Declaration (c) - 2(b) 
14. List of Passengers’ - 3 
Baggage (a) 
(a) Only for those disembarking. 
(b) One copy for the Post Office. 
(c) When required. 


Other Requirements: 
The agency provides a landing permit for each crew member and 
passenger, which is stamped on board by the Captain of the Port. 


Prior to Departure: 
Clearance for the vessel is requested from the Captain of the Port on 
a special form. It is prepared in triplicate (original for the vessel, one 
copy for the Port Captain's file and one for the agency). The following 
documents accompany it: 
1 Crew List. 
1 Passenger List or “No Passengers” Declaration. 
1 Ship's Stores List, and 
1 Fuel Supply Declaration or negative 
Request for Pilotage: 
At least 2 hours before departure, a request for pilotage, clearance 


PE padabaed crew must be submitted to the COLPUERTOS Maritime 
ion. 


Port Authority Circular: July 1986. 
‘umentation Required: 
The Maritime Agencies must present: 
(a) Maritime Sector Discharge (imports and transit): 

Up to date stevedoring plans showing the location of the cargo 
for the port and hazardous cargo. 

List of Cargo per Discharge Hold. 

List of Containers for the Port. 

Sets of Bills of Lading. 

Sets of Check Lists of Cargo with Manifest. 

Tally Books. 

List of Missing Cargo showing the ship which recorded them 
but did not load them, together with their Bills of Lading and Check 
Lists against the Manifest. 

For cargoes in-transit, national or international, transhipment, 
Declaration of Final Destination, with presentation of the 
Memorandum of Authorisation of Customs. 

* Certificate of the draft survey of the port of shipment for bulk 
argo. 
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(b) Maritime Sector Cargo (Exports): 
List of Cargo for Shipment by Port of Destination. 
List of Empty Containers to be Shipped. 
Shipment Orders Authorised by the Customs. 
Sets of lists checking loading against Manifest once loading 
has been completed. 

CUSTOMS REGULATIONS: New Customs Regulations now in force 

from 1st July 1992. 

The Customs Authorities now stipulate that: 

(A) All cargo on board a vessel destined for Colombia must be 
manifested. 

(B) The Manifest (cargo/freight) together with freighted copies of Bills 
of Lading must be given to Customs Authorities before vessel's 
arrival. 

(C) Car not covered by Manifest may not be discharged. If 
discharged, same will be immediately confiscated by Customs. 

Violations of the aforementioned regulations can result in fines of up 
to 100% of the cargo value as determined by Customs Authorities. 
Similar fines will be levied for discrepancies found in the Cargo Manifest, 
as well as for short-landed or overlanded cargoes, in cases where fault 
lies with the carrier and no reasonable explanation is provided. When 
the Cargo/Freight Manifest does not comply with all the requirements 
(as established by Customs Authorities) the carrier will be fined the 
equivalent of 20 minimum wages (about U.S.$ 3,000.00 as of July 1992). 
Introduction of V.A.T.: The Colombian Government, under a Decree 
signed 30th June 1992, introduced a new tax reform which, inter alia, 
establishes Value Added Tax (VAT) of 12% on all port related services 
(i.e. wharfage, anchorage, lights/buoys, tugs, stevedoring, agency, etc.) 
with no exemptions. 

V.A.T. at 12% came into effect as from ist July 1992, and will be 
increased to 14% as from 1st January 1993. 

PILOTAGE: Pilotage is compulsory for all vessels over 200 g.r.t. The 

Pilot must be requested by the Agent at least 24 hours in advance. 

Berthing preference will be given as follows: 

1. Warships. 

Passenger vessels and Mail Boats on a fixed itinerary. 

Vessels with livestock and perishable cargoes. 

Passenger vessels not on a fixed itinerary. 

Vessels loading cargo for export. 

Vessels discharging cargo for import. 

Tankers. 

. Coasters. 

9. Vessels carrying explosives. 

On sailing all vessels must fly the “P” flag. 

Vessels at anchor can be authorised to work to lighters. 

All Colombian ports are open 24 hours a day. 

ARRIVAL ADVICE: 

(1) The local Agent must advise Empocol 72 hours, 48 hours and 

24 hours in advance the vessel's ETA. 

(2) With the ETA pre-arrival advice, Owner or Master must advise 
the Agent the following: 

(a) Estimated arrival draft, forward and aft 

(b) Full vessel's particulars, including breadth 

(c) Vessel's side for which she must be docked (port side or 

starboard) 

(d) Cargo hatch distribution 

At least with 48 hours in advance, the Agent must receive in order 

to give to Empocol (together with others issued by the Agent 

according to the information supplied by the Master and Owner), 
the following documents: 

(a) 5 original copies (not photocopies) of each Bill of Lading, duly 

freighted and signed by the shipper 

(b) Stowage plan. 

(4) Also 24 hours prior vessel's arrival, the Agent must pay to 
Empocol the proforma invoice which amounts to the estimated 
port expenses plus 25 per cent surcharge. Hence it is of 
paramount importance the Agent receives well in advance the 
funds required, in order to convert the U.S. Dollars into local 
currency and proceed to effect the corresponding payment. 

It is important to point out that in case the above mentioned 
instructions are not fulfilled, or the documents are not presented and 
the proforma invoice is not paid in due time by the Agent, Empocol will 
not authorise docking and operations of the vessel. 

FREE PRATIQUE: There is no Radio Pratique. The standard W.H.O. 

Health Certificate must be used. 

As of May 1st 1992, Yellow Fever Vaccination Certificates are required 
by crew members visiting Colombia. 

STEVEDORES: Supplied by the Port Authorities although it is often 

necessary to employ extra labour through the Agent, due to the fact that 

gangs are seldom complete. At week-ends, gangs required for Monday 
must be ordered by 1000 hrs. on Saturday. Masters should bear this in 
mind when sending their ETA. 

Cargo in a damaged condition or showing signs of pilferage will not 
be handled until inspected by a Port Official and ship's officer, leaving 
on record the actual condition of the cargo. 

Containers are discharged or loaded as all other cargo, though if they 
are stuffed or unstuffed immediately this must be done with the Port 
Labour provided. 

Opening and closing of hatches, and the rigging of gear, is done by 
a gang of riggers. The ship's crew can do this work, but it is advisable 
to use Union Labour. 

Rain tents are not supplied by the port. 

All gear, slings, spreaders, etc., must be supplied by the ship. 

Rat guards must be fitted on all mooring lines whilst in port. 

PORT SECURITY MEASURES: All ports are rigorously patrolled by 

Port Police, and crew members are advised to carry Identification Cards 

at all times when ashore. 

FUMIGATION: This can only be carried out alongside with the 

permission of the Port Authority. 
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GARBAGE: No garbage may be thrown overboard. This includes flakes MAX. SIZE: Recommended max. LOA 600 ft. due necessity for turning 
of paint from vessels chipping or scraping the hull. No paint must be vessel before sailing. Also see “Restrictions”. Rate of current 2.5 kno 
allowed to drop into the water or onto the quayside. Overboard during dry season, 4 knots in rainy season. 

discharges must be kept off the quay. HEALTH: On arrival port doctor boards vessel to inspect crew Yelig 
POLLUTION: The standard requirements for the prevention of oil Fever Certificates, also Derat Certificate. If any crew membe, 
pollution must be adhered to within the continental shelf off the suspected suffering contagious disease Master to radio prior arriys 
Colombian coast. advising Agents accordingly. Port doctor visits vessel even if previog 

All vessels calling at Colombian ports must have “Pollution Policy” port was in Colombia. 
onboard. If not onboard vessel will be heavily fined and clearance will RADIO: Messages to and from Agents routed through station Hxg 


not be granted by the Port Captaincy. Ship's messages should include call letters. 

All vessels must ensure that the Oil Record Book is up to date prior TUGS: Generally no tugs required for river entrance. Tug assisy 
to arrival, as it is likely to be inspected. berthing and turning vessels before sailing. 1 < 1,225 h.p. tug availabe 

Fines can range from 50,000 to 500,000 Pesos, not including the cost +BERTHING: 7 berths. Total length of quay 1,058 m. Depth alongsi¢ 
of any clean up operation. 32 ft. Vessels berth starboard side alongside. 

No vessel contaminating the waters of any port may sail until the CRANES: 2x10 ton quay cranes and 160 ton floating crane. 
corresponding fine has been paid. 6 privately rated cranes of 30 tons — 100 tons capacity. 


Oil Tankers are not permitted to clean tanks within 60 miles of the | STEVEDORES: Agents should receive advance copies of stowage pla 
Colombian shores. A vessel arriving in port with dirty ballast will be ordered and adequate notice ETA order arrange gangs. Working hours: Fir 
to proceed to sea beyond the 60 mile limit, and take on clean ballast. shift Monday to Saturday and Holidays: 0800 — 1200 hrs. and 1400- 
CREW: The authorities will not allow crew to be of unkept appearance 1800 hrs. Second shift Monday to Friday: 1800 — 0200 hrs. No work m 


or improperly dressed at any time while the vessel is in port. Sundays. 
FUEL: Requests for bunkers must be made to Agents at least 1 week MEDICAL: All facilities available. 
in advance. TANKERS: No facilities. 
TIME: GMT minus 5 hours. Summertime is not observed. FRESH WATER: Available. Rate about 20 t.p.h. 
STOWAWAYS: 70 stowaways were found on one vessel in 1988. FUEL: Syd small quantities of gas oil available. 
Likely hiding places are containers and palletised cargo. FIRE PRECAUTIONS: No vessel requirements. Terminal has own fire 


rr py equipment. 
SHIPMASTER’S REPORT: September 1990. CONSULS: 


The ship was not troubled by thieves or other persons at any of the Sis abe 5 reat 
three ports visited (Santa Marta, Barranquilla, Cartagena), while normal Bolivia German Bani 
precautions were taken, such as locking all, but one, accommodation Brazil Greats y Portugal 


doors; hanging light-clusters over the off-side bow and stern areas, and ; : 
general vigilance. In turn, the ports seemed to maintain a strict watch pid Rica cromrahlness aT 
at the gate against unauthorised persons. At Cartagena, the local 


watchman kept a strict watch by exchanging a pass card for the Saabs Republic solr a sizer 
stevedores identity card on boarding, which was returned when leaving Ecuador oP pe 4 an Unit ‘ed Kingdom 
the vessel. : 

Anti-Drug Abuse: A day before arriving at the first port in Colombia, the BAYT bi Nonettahdi Ms eam ror 


crew were advised about the dangers of drugs and smuggling. In : aint r d ; : 
particular, their attention was drawn to the Company's notices as posted Been bacn teint tia circiearane am vabicer- poacher radio repain 
about the accommodation and the requirements of Paragraph 8 of the G ANGWAY/DEC WATCHMEN: Fehion watchmen through Agents 
Sea Carrier Initiative. CUSTOMS ALLOWANCES: No limitations for individual consumption 
REPATRIATION: Good facilities available. 
AIRPORT: 6 km. from city. Airport served by major airlines. 
TIME: GMT minus 5 hours. 
HOLIDAYS: 1st January, 6th January, 8th April, 9th April, 1st May, 
23rd May, 2nd June, 29th June, 20th July, 7th August, 15th August, 12th 
October, 1st November, 11th November, 8th December, 25th 


December. 
POLICE/FIRE/AMBULANCE: Fire 411828, ext. 38. Ambulance 410736 
or 319594. Police 411937. 


BARRANQUILLA: 10.58 N. 74.47 W. (See Plan) TELEPHONES: Arrangements available for placing telephones 
ard. 

DOCUMENTS: SPECIAL RECOMMENDATION: Masters to warn crew to close an 
Clearance from Last Port. lock cabins. 
Ship's Register. IDENTIFICATION CARDS: Supplied by Agents. 
Load Line. REGULATIONS: No special facilities for discharging explosives. 
Safety Radio. If explosives on board vessel not allowed berth. 
Safety Equipment. DEVELOPMENTS: Two more berths under construction. Dredging 
Cargo Gear. under way in access channel. 
Oil Pollution Certificate — Policy of Insurance. AUTHORITY: Direccion General Maritime Y Portuaria — Capitania & 
6 Crew Lists. Puerto de Barranquilla. 


5 Crew Personal Effects Lists. 

5 Provision Lists. 

5 Store Lists. 

6 Passenger Lists (In Transit). 

6 Passenger Lists (Disembarking). 


4 Declarations of Passenger Baggage. BUENAVENTURA: 03.53 N. 77.05 W. (See Plan) 
4 Lists Port Mail. 

1 Sanitation Declaration. DOCUMENTS: On vessel's arrival, Master must present following 
Sets of manifests covering port cargo. documents to Port Captain's Office: 


PILOTAGE: Compulsory for all vessels over 200 g.r.t. The Piiot Travel Memorandum. 
Department of Empresa Puertos de Colombia at Barranquilla require Sole document or Consular despatch from the last port or ports where 


that the vessel's Agent advises them with at least 24 hours in advance, vessel disembarked or embarked passengers. 
the best vessel's ETA, together with the estimated arrival draft (fresh 3 Crew Lists. 
water). 3 Provision Lists. 
Therefore it is important that Masters of vessels advise Agent 72, 3 Lists Crew's Personal Effects. 
48 and 24 hours in advance the best ETA to the port, in order to avoid 3 Lists Passengers in transit (or negative). 
any delays because of unavailability of Pilot. 3 Lists Disembarking Passengers (or negative). 


The Pilot will board and leave vessels at Bocas de Ceniza, 1 mile 3 Lists Port Mail (or negative). 
North of the Western Breakwater, and they are not authorised any more 1 Sobordo or Manifest of he for the port. 
to pick up/leave vessels at either Cartagena or Santa Marta, except 2 Declarations of Passenger Baggage, if any. 
when the weather does not permit such operation at Bocas, in which Destined to Maritime Terminal: 
case the Pilot Department will decide whether the Pilot must be picked 3 Sets Sobordos or Manifests covering port cargo (or negative). 
up/left at any other place. 1 Set of Bills of Lading, covering discharge cargo. 
Radio telephone frequency of pilot station 2738 alternative 2638 or 20 Tally Books for discharge cargo. 
2182 kHz and VHF Channel 16. 2 pilot boats speed 7 — 9 knots. Sufficient | Destined to the Custom House: 
depth to allow vessels wait for Pilot in boarding position, including trade 3 Sets of Sobordos or Manifests for cargo destined to the port. 
wind season end November to beginning April. 1 Set of Bill of Lading for port of destination. 
ANCHORAGE: If awaiting Pilot, anchor 1 or 2 miles West of West 1 Tally Book for cargo to be discharged in port. 
Breakwater during non-windy season. After Pilot boards and when no 2 Declaration Lists for Passenger Baggage, if disembarking. 
berthing space at the quay, anchorage is made in the river, about Destined to the Health Doctor: 


1,500 ft. off the dock in approximately 40 ft. of water. 3 shackles of chain Vessel's Travel Memorandum. 

required in good holding ground. International Health Certificate. 

RESTRICTIONS: Depth at the river bar is being maintained at a 1 Crew List. 

minimum of 34 ft., however, the actual permissible draft has been List of Passengers in Transit (or negative). 

curtailed to 30 ft. or less (check with Agent) on account of silting 1 Vessel’s Fumigation Certificate (for presentation only). 
conditions of the river and low river levels, particularly around the area 1 Port Passengers List (or negative). 

known as Siape, approximately 4 miles from the dock area. Certificate of Exemption of Derat (for presentation only). 
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tined to Immigration Authorities: 

1 Crew List. 

{ List of Transit Passengers (or negative). 

{ List of Port Passengers (or negative). 

tined to Agents: 

{ Travel Memorandum as above mentioned. 

9 Crew Lists for Consular despatch and handling of sailing permit. 

6 Lists of Passengers in Transit (or negative), for Consular despatch. 

6 Lists of Personal Effects for Consular despatch. 

2 Mail Lists for the Port (or negative). 

3 Sets of Sobordos or Manifests covering port discharge cargo (or 

negative). 

4 Sets of Bills of Lading covering port discharge cargo. 

10 Tally Books covering discharge cargo. 

2 Lists of Passenger Baggage Declaration for the port, if any baggage. 
PILOTAGE: ‘ is 

(a) Entry marked by Channel having minimum depth of 3.25 fathoms 
iow tide. Advisable enter Channel or leave wharf 1 hour after low tide 
and 2 hours after high tide, restricting departure during any other periods, 
particularly when draft exceeding 20 ft. Pilot boards in vicinity of No. 1 
Buoy (Position: Lat. 03° 50’ 00” N., Long. 77° 10’ 00" W.). 

(b) 72, 48, 24 and 12 hours before reaching port, Master must cable 
separately to Agent and Port Captain confirming hour of arrival Punta 
Basan (pilot station). Message to Agency must indicate, in addition to 
ETA, quantity of cargo destined for the port, number of disembarking or 
in-transit passengers, number of gangs required for operations, draft, 
mail for the port, if fresh or running water is required; fuel-oil, cash to 
Master or any other special requirement; whether special side of wharf 
is required for berthing, and whether dangerous cargo (explosive) or 
inflammable cargo, and what quantity. Message to Port Captain must 
also indicate arrival time, quantity of cargo destined to the port, number 
of disembarking or in transit passengers, mail, whether dangerous or 
inflammable cargo is carried and in what quantity, and any other data 
that may be considered useful in accordance with International 
regulations. 

Note: A Master has suggested that the “Arrival Telex’ should state 
where pilot required (Punta Basan or Buoy No. 1). 

(c) Radio beacon at Punta Soldado, characteristics: Frequency, 
317 kHz. Letters, B.T. Time 0000 — 2400 hrs. every day and every 
10 minutes with 20 minutes of rest during 30 minutes work. Flashes 
12 seconds duration. 

(d) Radio-telephone in pilot station of Punta Basan or La Bocana 
(opposite to Punta Soldado), characteristics: VHF Channels 11 and 16 
every day from 0600 — 2400 hrs. 

(e) Since Master's advice to Agency serves as notification to pilot 
station, Pilot will be at Punta Basan ready for vessel. In case of delay 
due to any circumstance, vessel may anchor and request Pilot by 4 short 
blasts. 

(f) Port has 8 Pilots. 

(g) Pilot ladder must be lowered a few feet from the surface. Vessel 
must proceed slowly in order facilitate boarding. 

(h) Pilotage compulsory. 

ANCHORAGE: Marked by Buoy No. 7, located Lat. 03°53’ 59” N., 
Long. 77° 04’ 04” W.; depth from 33 ft. to 70 ft. and distance from 
wharves approximately 1,000 yards. 

There are 3 additional anchorage zones and their use will be ordered 
by the Authorities. 

RESTRICTIONS: Max. draft for crossing bar is 28 ft. one hour before/ 
after HW. Bar is located in position 03° 48’ N., 77° 19’ W. 

MAX. SIZE: No restrictions on the length of vessel, depth alongside 
wharf approximately 12 ft. — 30 ft. under terms “not always afloat but 
safely aground”, low tide. 

HEALTH: (a) As soon as vessel anchored by Pilot within bay, Port 
Authorities including doctor, will board by means of ladder which must 
be lowered when port area entered. 

(b) In case of sickness on board, Master must advise in order doctor 
may determine whether vessel will be under quarantine or not. This will 
apply even if vessel arriving from a port of the same country. 

(c) Time-table for meeting vessel: Ordinary or regular time — ordinary 
time: 0800/1200-1400/1800 hrs.; overtime — 0700/0800-1200/1400- 
1800/2200 hrs. Sundays and holidays, overtime. 

(d) After 2000 hrs. and up to 0700 hrs. of following day it is not possible 
'o make arrangements for meeting vessels, unless in emergency. 
RADIO: (Also see “Pilotage”). Port has receiving-transmitting radio 
Station Buenaventura/Colradio HKC. For listening and transmitting there 
are following frequencies: 


Listening Transmitting 
8354 to 8374 kHz 8574 kHz 
12531 to 12561 kHz 13087.5 kHz 
6265 to 6280 kHz 6386.5 kHz 


In emergency: Listening: 500 kHz. Transmitting: 441 kHz. Station 
operates 24 hours a day. 
TUGS: Normally only required for berthing. Tug operation handled by 
Pilot. Generally tug service consists of pushing from stern or bow as 
required. When necessary to use ropes, they must be supplied by 
vessel. 2 tugs of 1,200 h.p. each and 1 of 350 h.p. 
BERTHING: Main wharf 2,136 m. long, where import and export cargoes 
handled. There are 3 warehouses for the storage of export cargoes, 
including Colombian coffee. 

rthing arranged by turn according to time of anchoring in bay for 

®ach vessel. Tidal currents exist alongside berths. 


Berth Length Depth at LW 
Shed No. 1 202 m. 12 ft. 
Shed No. 2 — No. 9 1,257 m. 23 ft. — 25 ft. 
New Pier 80 m. 30 ft. 
597 m. 17 ft. — 20 ft 


eneth 25 m. off the quays is 30 ft. — 32 ft. 
LK HANDLING FACILITIES: The port is equipped with an automated 


oe loading installation which can load 12,000 tonnes in about 
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STEVEDORES: Port has 80 gangs of 16 men each. 

Working Hours: First Shift: Monday to Saturday and holidays from 
0800 — 1700 hrs. Second Shift: Monday to Friday and holidays from 
1700 — 0100 hrs. and Saturdays from 1700 — 2400 hrs. 

No work from 2400 hrs. Saturday until 0800 hrs. Monday. 
MEDICAL: Agent must be given advance notice of urgent medical 
attention. Properly equipped hospital. 

TANKERS: Independent oil pier with depth 33 ft. (25m. off) with 
capacity to accommodate vessels of medium size. 48 in. hoses for 
discharge of petroleum products, and 2x6 in. and 1x4 in. hoses for 
unloading chemicals. Average rate of discharge of gasoline is 
5,000 b.p.h. (approx.) Fuel oil and chemicals 1,500 b.p.h. 

DENSITY: 1012 (approx.) average. 

FRESH WATER: Drinking water unlimited quantity. Delivered through 
he end of wharf. Rate of delivery: 6 t.p.h. 


(a) Two kinds of fuel, marine gas oil and bunker “C” fuel. 
Characteristics of gas oil: API gravity 33.0 at 60°F. Specific gravity: 
0.8602. Characteristics of bunker “C” fuel: API gravity, 13.2 at 60°F. 
Specific gravity, 0.9779. 

(b) To take bunkers vessel must berth between warehouse 2 to 9, 
and for delivery of gas oil between warehouse 1 to 5. 

(c) Rate of delivery (approx.), 250 b.p.h. for bunkers and 700 b.p.h. 
for gas oil. 

(d) Deliveries depend on quantity available when order placed, 
consequently Agent must know well in advance (10 — 15 days) vessel's 
requirements. 

(e) Cash payment according to atsilenah | prices at time of delivery; 
otherwise, according to contracts between Shipowner and supplier. 
FIRE PRECAUTIONS: Fire station within port installations with proper 
equipment. In city also another fire station, co-operating if necessary. 
CONSULS: Panama Tel: 2 22 50. Most countries have consuls in Cali — 
approximately 120 km. from Buenaventura. 

REPAIRS: According to port regulations vessels must at all times be 
ready with engines to sail, consequently repairs of engines not allowed 
when ship berthed at wharf. No prohibition against minor repairs on 
deck. When engine or deck repairs taking a long time are necessary, 
vessels not being loaded and/or discharged simultaneously with repairs 
must go to anchoring ground, since crowding of vessels at port does 
not permit vessel being inactive occupying space while other vessels 
are anchored waiting for berth. 

WATCHMEN: Service necessary both by crew members’ and Agents’ 
personnel. There is an established body of watchmen named “Policia 
de Vigilancia Portuaria” (National Police); additionally, the steamship 
agencies carry out this work with their own personnel with previous 
request by Master. The port has a Port Police body and Custom House 
Guards which co-operate in vessels’ watch. 

Piracy: Mariners are advised to be alert to unusual, abnormal or hostile 
activities by pirates (especially during darkened hours) in the 
approaches to and in Buenaventura Harbour/Anchorage. 
OPENING/CLOSING HATCHES: All Agents have special gangs to 
handle this operation and to fix the vessel's gear for discharge and/or 
loading. These personnel permanently stand by on board on account of 
climatic conditions of port with frequent and sudden rains. No prohibition 
against crew carrying out such operations when charter parties are 
involved and which stipulate that such operation must be done by crew. 
It is known from experience, however, that vessel's personnel are not, 
on occasions, sufficient to do this work. 

CUSTOMS ALLOWANCES: No regulations establishing quantities 
which each crew member may have outside bond, but must not be 
excessive order avoid problems with authorities. 

CARGO GEAR: Ship's gear used. Also see “General”. 
REPATRIATION: Authorities render co-operation for change of crew 
and arrangements of repatriation in co-ordination with ship's Agent. 
AIRPORT: Located 18 km. from Buenaventura. Airport is small and is 
inactive. Agent in charge of the repatriation of a crew member must 
handle necessary connection in Cali or Bogota, where there are 
international airports. 

TIME: GMT minus 5 hours. Permanent. 

HOLIDAYS: New Year's Day; Good Friday; Workers Day (May 1st); 
July 14th and 16th (from 1200 hrs. to 2400 hrs.); December 24th and 
31st (from 1200 hrs. to 2400 hrs.); Christmas Day (no working in the 
port). On Sundays there is no work in the port, but sometimes when 
required there is working, especially to finish loading or unloading 
vessels. 

POLICE/AMBULANCE/FIRE: A voluntary firemen corps in the city. 
Alarm, Tel: 22222; Guard, Tel: 23720; Firemen, Tel: 15; Ambulance, 
Tel: 22830, 22638, 23708, 24475; Police, Tel: 22738. 

BANKS: Colombia Republic Bank, Popular Bank, Bogota Bank, etc. 
SHORE LEAVE: Permitted (with ID cards). 

IDENTIFICATION CARDS: Agent will supply special cards to crew and 
passengers in transit so that they may go ashore. Cards valid for entering 
and leaving port installations and for identification with the Immigration 
authorities. Must be returned before vessel departure. 

DELAYS: At anchorage in Bay average delay of 1 day while waiting for 
berth. On account of the rainy condition of the port, discharge or loading 
is at times stopped up to 12 hours. 

GENERAL: Provisions available. Cable service to all parts of the world. 
Telephone and telex service inside country and to foreign countries 
through Bogota. Weather conditions: generally rainy. Explosives: if the 
vessel is transporting dynamite and detonating caps they are placed in 
separate lighters, and armed guards are required on board any vessel 
transporting explosives. In such cases, the vessel must anchor in front 
of Buoy No. 9 and discharge to lighters during daylight. No vessel can 
berth at the wharf if transporting explosives, and only permitted with 
dynamite in closed hatches, which will not be opened at the wharf 
according to government regulations. Port is equipped with following 
shore cranes and equipment: 2 x 80,000 Ib. capacity (mobile), 1 x 60,000 
Ib. capacity (mobile), 3x 20,000 Ib. capacity (mobile), 2x 14,000 Ib. 
capacity (mobile), and 110,000 Ib. capacity (fixed). New equipment 
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includes 3x16 ton mobile cranes to work in yard operations only and 
2x40 ton Hyster heavy lift trucks for container handling. 

1x60 ton Hyster heavy lift truck has recently been purchased and is 
expected to arrive in the port in the near future. 

Floating crane: 1x45 tons capacity. 

Lighters available: 3 with following characteristics: 


Size 
Length/width Capacity Type 
24.40 m.x 9.45 m. 280 tons Flat surface 
34.40 m.x 7.60 m. 150 tons Flat surface 
38.80 m.x 10.60 m. 150 tons Flat surface 


No refrigeration space available. 
DEVELOPMENTS: Container and general say 28 yards are being rebuilt 
and expanded to improve storage and other facilities. Sheds are also 
being constructed, and a general port modernisation plan is under way. 


SHIPMASTER’S REPORT: May 1990. 

Vessel’s max. draft was 27 ft. 

We tried to contact pilot 2 hours before arrival (ETA 0400 hrs.) but 
received no reply. 

When we arrived at the Sea Buoy (Buoy No.1) a small boat 
approached, without navigation lights or pilot lights. We stopped the 
hy when we saw the pilot flag. 

he pilot boarded and advised that we would berth at high water 
(1100 hrs.). 

When vessel proceeded inward we passed 6 cables North of Buoy 
No.1 and headed for Buoy No.4 (sailing outside the channel). At high 
water we had at least 5.0 m. under the keel. 

It was not possible to use the main channel as it was shifting. 


SHIPMASTER‘S REPORT: September 1992. 

Chart: B.A. Chart No. 2319 (November 1991 Edition). 

Pilotage: Available at Sea Buoy No. 1 (03° 47.75’ N., 77° 19’ W.) for 

deep draft vessels, but normally at Pta.Bazan, South of Buoy No. 13. 

Anchorage: Vessels are warned not to anchor in the vicinity of Buoy 

No. 1 at night, daytime no problem. Vessels normally anchor at 

Pta.Bazan for waiting their turn to berth, but should request watchmen 

for piracy. 

Buoyed Channel: All buoys are subject to change in positions without 

warning, due to either tidal current or maintenance made by authorities. 

Please refer to local Chart No. COL 153 (See “Plan”). 

ld 24 hours service. Normally 12 to 13 ocean-going vessels 
rthed. 

Stevedores: For grain cargoes 24 hours round the clock, 7 days a week. 

Watchmen: Strongly recommend 2 watchmen throughout 24 hours 

through Agents. Victualling by vessel. No piracy if watchmen onboard. 

It is also useful for preventing stowaways and drug smuggling, both a 

big problem for vessels calling at this port. 

Fresh Water: Available at berth by hose, at about 10 tonnes/hr. 

Cargo Gear: Ship's gear used with shore grabs for grain cargoes. 

Shore Leave: Allowed with shore pass, ID cards not required. 

Repatriation: Possible through Agents with advance notice. 

Airport: Nearest airport is at Cali, about 120 km. away, which has 

connections to Bogota for Intercontinental flights. 

Class Surveys: Available locally. Advance notice required through 

Agents for Classification Surveys. 

Supplies: Provisions and fresh items, including seafood, are all available 

at very reasonable prices. Bonded items can be supplied directly from 

shop inside port area. Stores items difficult to supply. MDO available. 


AUTHORITY: Puertos de Colombia, Terminal Maritimo de 
Buenaventura, Apartado 570, Buenaventura, Colombia. Tel: 24421, 
24425. Telex: 052371. Cables: Termarit. Contact: Edgardo Caicedo 
Rivas, General Manager. Victor Julio Gonzalez R., Operations Director. 


CARTAGENA (Incl. Mamonal and Ecopetrol): 
10.26 N. 75.33 W. (See Plan) 


(A) GENERAL CARGO 
(B) TANKERS 


(A) GENERAL CARGO 


DOCUMENTS: 
Clearance from Last Port. 
7 Crew Lists. 
Ships Papers and Certificates. 
Oil Pollution Certificates. 
7 Personal Effects Lists. 
3 Sets of Cargo Manifests of each port with respective bills of lading. 
Tally books of cargo for each port. 
Health Declaration, Certificate of Vaccination, Derat Certificate. 
7 Lists of Passenger to Disembark (or negative). 
7 Lists of Passengers in Transit (or negative). 
PILOTAGE: Compulsory. Boarding position, at sea buoy in position: 
Lat. 10° 19’ 44” N., Long. 75° 36’ 14” W. 2 Pilot boats, black hull, white 
superstructure. Speed 6 knots. Sound signals, 4 long blasts for all type 
of vessels. Radio: VHF — standing by on Channels 11 and 16. Also 
Channels 6 and 26 to shift. Service 24 hours every day. At Central Radio 
Terminal there is A.M. radio on frequency 2738 and 2638 kHz and VHF. 
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ANCHORAGE: Anchorage in foul weather or other reasons 0.5 mik 
S.W. from Buoy No. 1. For vessels awaiting berth in Cartagena, Soup 
from Punta Castillo Grande. For tankers in Mamonal, West of the pig 
of Refineria Ecopetrol. 

RESTRICTIONS: Depth in access channel 38 ft. Entry day or night. 
MAX. SIZE: Cartagena: Length 600 ft., beam 79 ft., draft 30 ft. (fg 


berthing). 
Tankers: L 853 ft., beam 125 ft., draft 38 ft. Tankers anchor an 
berth in port of Mamonal, within bay, using same approach. 


HEALTH: Doctor requires the Crew Lists with data of vaccination 
International regulations in cases of contagious sickness or epidemir 
are carried out. 
RADIO: Radio Barranquilla - HKB 
VHF: Pilot station, pilot boat, Terminal Superintendent and Agents op 
Channel 16. 
TUGS: 1750 h.p. tug. Compulsory for all vessels over 2,000 g.r.t. a 
Cartagena and in Mamonal and all tankers. 
BERTHING: Port has two piers: Berth No. 1, outside | 202.60 m, 
depth 32 ft.; inside le 184.76 m., depth 32 ft.; Berth No. 2, outside 
length 184.76 m., depth 32 ft. A new marginal dock is in service with 
length 258 m. and depth 32 ft., located West of piers. Between the two 
piers there is a 134 m. dock with 32 ft. depth. Docking and undocking 
around the clock. Berthing shifts or turns: 1st, Passenger vessels 
(Tourist). 2nd, Cargo vessels with live animals. 3rd, Vessels with mail 
4th, Cargo vessels according to arrival in port. 
Cranes and Cargo Handling Equipment: 
Floating crane: 1x40 tons capacity 
Truck cranes: 1x30 tons capacity 
1x20 tons capacity 
3x10 tons capacity 
162,000 Ibs. 
245,000 Ibs. 
30x 6,000 Ibs. 
2x 15,000 Ibs. 
Tractors: 13 
Trailers: 24 
Over a three year period the Port of Cartagena will acquire: 
Fork lift trucks: 3x15 tons 
for empty containers: 3 
for loaded containers: 3 


Fork lift trucks: 


for loading and 
unloading containers: 34,000 Ibs. 
cranes: 1x4 ton capacity 


3x16 ton capacity 
5th wheel tractors: 5 
Trailers for 20 ft. containers: 17 
Trailers for 40 ft. containers: 7 
STEVEDORES: Can be requested with 24 hours notice. Services for 
Mondays must be requested on Saturdays before 1000 hrs. Ship starting 
work after a Holy Day, must request personnel the day before the Holy 
Day, before 1500 hrs. No work on Sundays, January 1st; Good Friday; 
November 11th; December 25th; May 1st. When ship is delayed there 
is a conventional waiting time of 4 hours, after that time stevedores retire 
charging the vessel with 4 hours work (union arrangement). Por 
Authority charges commence when Pilot boards on arrival and cease 
when the Pilot disembarks on sailing. 
Working Hours: First shift: Monday to Saturday and holidays, from 0800 
— 1200 hrs. and from 1400 — 1800 hrs. Second shift: Monday to Friday, 
from 1800 — 0200 hrs. 
BULK HANDLING FACILITIES: Grain unloading undertaken with 
clamshell or vacuum equipment for bagging on the quay. Rate in excess 
of 1,200 tons for a 14 hour shift. 
MEDICAL: Requests for medical service through Telecom Radio 
Station. 6 hospitals. Also dental services. Vaccinations can be given. 
TANKERS: See “Section B”. 
DENSITY: 1015 (At Mamonal) 
FRESH WATER: Available at all berths. 
FUEL: Requirements should be ordered at least 8 — 10 days in advance, 
via the vessel's Agent. 

ent requires the following details: 
i) Vessel's name and nationality. 

(ii) Daily consumption at sea and in port. 

(iii) BHP. 

(iv) N.r.t. and g.r.t. 

(v) Next port after Colombia. 

(vi) Port of origin. 


(vii) ETA. 
(viii) Quantity and type of bunkers required. 
CONSULS: 

Belgium France Nicaragua 
Bolivia Germany Norway 
Costa Rica Guatemala Panama 
Chile Honduras Peru 
Denmark Italy Spain 
Dominican Republic Mexico Sweden* 
Ecuador Netherlands Venezuela 
Finland 


“Consular representative. 
DRY DOCK/REPAIRS: Commercial Shipyard “Conastil”: 

Synchrolift 120 m. length, 22 m. width. Lifting capacity 5,000 tons. 

8 repair positions ashore; 4 with a capacity of 5,000 tons and 4 wit) 
a capacity of 10,000 tons. 

600 m. length of piers with 18 ft. depth with all services and repa" 
facilities. 

Mechanical, fitting, welding, electrical, motor, and carpentry shops 
SURVEYORS: The following cargo inspectors and surveyors ae 
available: Saybolt, P&I, Lloyd’s Register of Shipping, American Burea! 
of Shipping, Bureau Veritas and Germanischer Lloyd. 

WATCHMEN: Watch service at the gangway and deck. Officially ths 
service is done by port's guards. It is recommended that members 
crew assist in this service. 


NING/CLOSING HATCHES: Undertaken by port stevedores. 
REPATRIATION: Facilities available for crew changes. 
AIRPORT: Only local airlines Avianca and SAM serve flights from/to 
Cartagena. 
care ternational airlines serve Bogota (the capital). 
TIME: Colombian official time: 5 hours behind GMT. Permanent. 
HOLIDAYS: Eighteen days of holidays during year, but at terminal there 
sno service on following dates only: New Year Day (January 1st); Good 
criday (Viernes Santo); Labour Day (May 1st); Cartagena Independence 
Day (November 1 1th); Christmas Day (December 25th). During the days 
December 24th and other holidays there is 24 hour service with 50% 


echarges. 
sOLICE/ AMBULANCE/FIRE: 
Police Radio patrol 04 
Red Cross 20360 
Hospital Universitario 22380 
Hospital Bocagrande 40270 
Hospital Naval 40248 
Clinica de Manga 40762 
Clinica Cartagena 20910 


Channel 16 VHF 
Channel 16 VHF 
42222, 20903 


Ambulance of Terminal 

Firemen of Terminal 

Firemen of Cartagena 
TELEPHONES: May be placed aboard. 
SHORE LEAVE: Crew allowed disembark. Every member of crew is 
given card si ned by Port Captain and Master of the vessel. 
iDENTIFICATION CARDS: Agents supply cards signed by Port Captain 
and Master. 
REGULATIONS: To clear the wharf if required for tourist vessels or 
export cargo vessels. 
SERVICES: Contact: Maritima Comercial Agencia Naviera Ltda., 
P.0.Box 207, Cartagena, Colombia. Tel: 45-557, 45-752 and 46-532. 
After Hours: 43-481. Telex: 37804 Marco Co. 

Services: Ships agency, ship chandler, launch and tug service, private 
Pilot, medical assistance for sick crew, crew repatriation, etc. 
GENERAL: Cartagena can be entered or left at any time day or night. 
Vessels can also berth or unberth in dry season or rain seasons, and 
services are rendered during 24 hours. 

There is a very tight security system with a detachment of 145 port 
police, watch towers, dogs, sodium vapour lighting, access control, full 
identification, cargo control unit. This new unit, and the administrative 
controls that complement it, has reduced losses to near vanishing point. 

The port has international communications with telex, phone and 
cable. Complete marine service with VHF and can communicate with 

ota and the other Colombian ports with S.S.B. radio. 
AUTHORITY: Puertos de Colombia, Terminal Maritimo de Cartagena, 
Apartado Aereo 94, Nacional 200, Cartagena. Tel: 64655, 63478. 
Telex: 37718. Cables: Termarit. Contact: Vivian Dahl Pareja, Chief of 
Information Office. Gilberto Rengifo Varon, Port Captain. 


(B) TANKERS 


LOCATION: Cartagena is located on the Bay of Cartagena, North coast 
of Colombia, Lat. 10° 19’ N., Long. 75°31’ W. 

DOCUMENTS: Documents necessary for a petroleum tanker arriving at 
Cartagena are as follows: 

1 copy Clearance (Despacho) from Last Port (if vessel was directed 

while en-route, Master's affidavit). Consular visa unnecessary. 

1 copy Consular Dispatch. 

4 copies Crew List. 

4 copies Personal Effects Lists. 

2 copies Ballast Manifest (Manifiesto de Lastre). 

4 copies Stores List. 

PILOTAGE: Pilotage is compulsory. If, on arrival outside the entrance 
'o the channel leading to Cartagena harbour, a Pilot does not meet 
vessel, vessel is to sound the whistle signal, 4 long blasts, and display 
international Code Flag “G” for a Pilot. 

Vessels are not to pass each other in the channel leading into the 
a of Cartagena and inbound vessels are to give way to outbound 

els. 

Vessels entering or leaving the port must have a Pilot on board, 
py hor they might be subject to a fine for failure to comply with this 

ulation. 

The vessel must sound 4 long whistle blasts so that it will be met by 
the Mooring Master inside the harbour and who will take it alongside 
immediately if berth is available. If the ship's Master sees that another 
Ship is at the loading berth, he must anchor. 

t will be necessary to deliver to the Mooring Master a report stating 
the exact time he arrived on board and left vessel outside the channel. 
i, when inbound, the Pilot does not meet vessel outside the channel, 
Master is to note this fact on the Pilot's Report. 

NAVIGATION AIDS: For information pertaining to Navigation Aids, 
consult the latest edition of the Light List (H.O. III A) or equivalent British 
ae List; also the Sailing Directions covering the area. 
DIO: Masters of vessels proceeding to the Cartagena Terminals are 
Gaend a radio notice at least 48 hours prior to arrival to the Agent at 
artagena; this should be corrected promptly in the event of any change 
n the time of arrival. 

Agency, upon receipt of the arrival cable, will cable the vessel 
ho Pertaining instructions about the cargo, if not ready, or if the berth 
Soccupied at the time of arrival by another vessel. In these instructions, 
he Agency will indicate the estimated docking time. 
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RESTRICTIONS/MAX. SIZE: 
Nestor Pineda 


Refinery Terminal Terminal 
Max. — Min. Max. — Min. 
Size of vessel that Length (ft.): 853 — 492 853 — 577 
can safely berth: Beam (ft.) 125-— 65 125-— 82 
Draft (ft.): 38 


38 
d.w.t.: 85,000 — 12,000 85,000 — 25,000 


Location of Terminals South 


of the City of Cartagena: 7 miles 5 miles 
Refinery Nestor Pineda 
Terminal Terminal 
Latitude: 10° 19’ 09" N. 10° 19’ 39” N. 
Longitude: 75° 30’ 42” W. 75° 30’ 54” W. 
Distance from port entrance: 5.5 miles 6.5 miles 
Least depth of water from Boca 
Chica Channel to Terminal: 44 ft 44 ft. 
Depth of water at Terminal at 
Mean Low Tides: 40 ft. 40 ft. 
Mean Tidal Range at Terminal: 1.5 ft. 1.5 ft. 
Nature of bottom at Terminal: Mud Mud 


Docking and unloading: 

Also see “Berthing”. 

BERTHING: Ecopetro! owns 2 terminals on the Bay of Cartagena: 
Refinery Terminal: The dock of the Refinery Terminal consists of a “T” 
loading platform with trestle connection to shore, 4 breasting dolphins 
and 2 mooring dolphins. These facilities are used for receiving crude 
oil, gas oil and white products and shipping refined products and spent 
caustic in tankers up to 85,000 d.w.t., either empty or partially loaded 
to a maximum draft of 36 ft. 
Nestor Pineda Terminal: Consists of an isolated loading platform, 
connected to the shore by 7 submarine pipelines, 3 breasting dolphins, 
and 2 mooring dolphins. These facilities are used for receiving crude oil 
and shipping fuel oil and aromatics in tankers up to 85,000 d.w.t., either 
empty or partially loaded to a maximum draft of 36 ft. 

The size of tankers entering Cartagena’s bay is limited by the depth 
of the entrance channel (Boca Chica), which is limited to ships with a 
maximum draft of 38 ft. 

Vessels are supposed to berth alongside the dock with bow and stern 
lines from both the port and starboard bow and stern. 

To dock vessels over 2,000 d.w.t., Maritime and Port Authorities 
request the use of tugs. Tug costs are on the ship’s account. It is 
recommended that 2 mooring lines be bent together on the starboard 
quarter. The Mooring Master boards the vessel about 0.5 mile from dock 
and remains aboard during the entire stay of the vessel at the dock. The 
Loading Master is to be supplied with room and meals on board. 
LOADING/DISCHARGING: 

Name of grades handled at Refinery Terminal: 
. & 


Night and day Night and day 


ind Size Diameter of | Max. Pumping Max. Pump. 
of F.M.C. Pipe-line Rate — Barrels Pressure psig. 
Tubular Arms (in) Per Hour 
Crude Oil 3-12in. x 60 ft 20 20,000 150 
Fuel Oil 3-12in. x 60ft. 2-14 5,000 150 
Gasoline 3-12in. x 60 ft. 18 10,000 150 
Kerosene-turbo 1 -—12in. x 60ft. 8-10 2,100 150 
Diesel 2-12in. x 60 ft 12 7,000 150 
Spent Caustic 

Soda 1-12in. x 60 ft 6 2,000 150 
Ballast Water 3-12in. x 60 ft 16 20,000 150 


Name of grades handled at Nestor Pineda Terminal: 
No. and Size Diameter of | Max. Pumping Max. Pump. 


of F.M.C. Pipe-line Rate — Barrels Pressure psig. 
Tubular Arms (in.) Per Hour 
Fuel Oil 3-12in. x 60 ft. 24 10,000 150 
Crude Oil 3-12in. x 60 ft. 20 20,000 (1) 150 
White Products (2) 2 — 12in. x 60 ft. 6 1, 150 
Ballast Water 3-12in. x 60 ft. 16 20,000 (1) 150 


(1) From ship to shore facilities. 

(2) Includes facilities for loading Aromatics (Benzenes and Xilenes). 
BALLAST: Vessels must arrive with sufficient ballast to permit safe 
handling in port. Vessels in ballast shall not have greater than 4 ft. trim 
difference between the fore and after draft. Dock Master requirements 
in this connection under normal weather conditions are interpreted as 
drawing approximately 14 ft. forward and 18 ft. aft. 

The deballasting facilities are as follows: 

In the Refinery Terminal the pipeline to the shore installations is 
2,835 ft. long and 16 in. diameter, 3x12 in. loading arms are available 
to a maximum rate of deballasting of 20,000 bblis.p.h. In the Nestor 
Pineda Terminal the pipeline to the shore is 3,600 ft. long, and 16 in. 
diameter, also there are 3x12 in. loading arms to a maximum rate of 
deballasting 20,000 bbis.p.h. 

No dirty or clean ballast, nor engine room, or pump room material 
must be pumped overboard while inside the i 

The Ship’s Master should be fully aware of the Colombian laws and 
regulations pertaining to pollution of the environment and the sanctions 
derived from their infringement. 

Extreme care must be taken to avoid spillage of oil or any other 
contaminants. In the occurrence of any spillage attributable to the crew's 
responsibility, immediate action must be taken in order to clean the 
affected areas. The costs of this action are on the ship’s account. 

There are strict legal regulations concerning pollution problems. Those 
responsible for this type of situation will be heavily fined by the Port 
Authority. 

FRESH WATER: Fresh water is available only at Nestor Pineda Marine 
Terminal. This water is not recommended for drinking. 

FUEL: Bunker C, Marine Diesel and Diesel Oil are available only in the 
tanker anchorage area, from local suppliers. 

GANGWAY/DECK WATCHMEN: An accommodation ladder shall be 
lowered on the port side upon arrival at the port. 

SHORE LEAVE: Shore leave is granted to members of the crews of 
vessels calling at aati giles Before granting shore leave, the Master 
must address a letter to the Port Authority requesting permission to grant 
shore leave and must assume all responsibility for his men. 
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Crew deserters will be arrested by the local police and the vessel in 
all probability will be fined. Every precaution, therefore, is to be taken 
to prevent members of the crew from going ashore without permission 
from the Master. The Port Authority restricts, under penalty of fine, the 
boarding of any tanker while at the loading terminal by all persons except 
those having official duties to perform on board. Masters are to make 
sure that no unauthorised persons are permitted to come on board their 
vessel while at the terminal. 

REGULATIONS: Ecopetrol requires that all vessels loading or unloading 
at their terminals comply with the following regulations: 

a. Tankers must arrive in port with hose derricks rigged and mooring 

lines on deck. 

b. During the time the tanker is at the loading platform a sufficient 
number of the ship's crew must be on duty to properly attend the 
mooring and hose lines; so that necessary changes can be 
promptly made. 

c. The tanker must furnish one member of the crew to operate the 
ship's winch, which operation, however, is to be under the 
direction of the Loading Master. 

d. The tanker’s crew must handle all ship's valves. 

e. The ship's officers must follow the instructions, in all aspects, 
from the Loading Master as to all the signals to be given to the 
shore loading stations. When the tanker is about to be loaded, a 
“stand-by” signal is to be given. The “Slow-down” signal must 
be given at least 5 minutes before the “Shut-down” signal. 

f. In order to facilitate the above, the crew should be on deck 
immediately following the “stand-by” signal and preparations 
must start to unberth the ship on completion. 

No ship will be berthed except under the sole direction of the 
ee aed Master. 

While the ship is berthed, the propellers must not be moved; 
engines shall be ready for immediate use and steam, or power 
must be available to work winches and windlasses to meet 
emergencies at all times. 

i. All instructions from the Loading Master, whether contained in 
these regulations or not, must be followed by the ship's officers 
and if not, all operations will be discontinued, and, if necessary, 
the ship removed from the loading berth until such time as the 
ship's officers comply with orders of the Loading Master. 

j. No maintenance, or repair to the ship, such as welding, or any 
other hot work will be undertaken, while at the berth and which 
will endanger the safety of the installations, or equipment, owned 
by Ecopetrol. 

k. When loading/unloading operations are complete, the crew shall 
endeavour toward clearing the facilities in the shortest period of 
time possible. 


SHIPMASTER’S REPORT: August 1979 (Updated 1986). 
Approaches: Cape Santa Domingo shows up at 35 miles on radar. 
During Summer months May to September strong N.E. winds with heavy 
swell are prevalent in the approaches. 

Thunderstorms and squalls are usual in Summer near the coast with 
a marked shift in wind. 

Boca Chica Light and Fairway Buoy Light are conspicuous. Bancas 
Salmedina Light on wreck merges with shore lights from the West. 

Generally even with strong N.E. winds in Summer it is fairly calm off 
Fairway Buoy, even if blowing strongly a few miles further seaward. 
Pilotage: Pilot boards off Fairway Buoy, usually starboard side, using 
gangway/pilot ladder arrangement. 

The pilot station is on Isla Draga on the South side of Boca Chica 
Channel, 24 hour service maintained. 

The proper launch is a large black hulled craft but at present (August 
'79) it is being re-engined. A small pleasure type craft is being used at 
present of very low speed and light construction. In the bay the Pilots 
have a turbo craft, small but very fast. The Boca Chica Pilots are a 
Government service and dock vessels at public piers only, otherwise 
take vessels to area off private piers and hand over to private Pilot, 
same when leaving. Pilots speak some English. 

The private Pilot at Mamonal Pier is good and speaks good English. 
VHF: Appear to use Channel 16 only. 

Boca Chica: The narrow entrance to Cartagena Bay Channel well lighted 
by buoys as per British Admiralty Chart. Max. draft 38 ft. accepted. 
Sometimes cross currents are Southerly across the entrance with strong 
Northerly winds. Course steered 086°. 

Anchorages: For Mamonal Oil Pier, 1 mile S.W. of pier, with 3 shackles, 
whole of bay affords good shelter and all the bay is compulsory pilotage. 
Berths: Mamonal Pier virtually due East of Boca Chica Channel. It is 
owned by Ecopetrol and leased to Amocar Refinery behind the berth. 
Both state owned. Max. size 75,000 d.w.t. (approx.). 

Draft: Limited by Boca Chica Channel. This vessel's draft: 41 ft. 3 in. 
forward and 50 ft. aft. 

Jetty: Vessel berthed heading North. A short jetty, length 50 m. with pipe 
gantry and dolphin each end connected by catwalk. Total length 100 m. 

The pier ashore is for the pipes and has a narrow catwalk. No stores 
could be loaded along jetty. No fresh water on the berth. qenguey isa 
problem and is nearly impossible to land. Ships with long “B.O.T. type” 
can be landed on the jetty. We lowered ours to the water and used 
mooring boat which is on constant stand-by at jetty. 

Fenders in a bad state of repair. The aft dolphin has no fender and 
vessel is kept off by port quarter buoy line. Fender is under repair. 
Tugs: Generally two small tugs used for pushing, however, we used 
only one. A larger tug of 2,500 h.p. should be back in service after 
repairs. 

Mooring: (See “Plian’’). The first two lines fast each end are the springs, 
then the port quarter line aft to keep vessel off the damaged dolphin. 

A line boat is used which goes backwards and forwards each end. 
The berth is approached from the South and port anchor is let go off 
the berth. Vessel eventually had 5 shackles in water. It takes about three 
hours from picking up Boca Chica Pilot to all fast. 
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Cargo: The pier handles gasoline, ammonia, propane and 
outward and crude oil inward. About 6,000 tonnes a month of ammon; 
is shipped for export. 

About three 40,000 ton shipments of crude per month are brought; 

mostly from the Colombian Pacific coast but an occasional Nigerz 
shipment is also received. 
Hoses: All flexible hoses, no Chicksan arms. Ammonia 8 in. 150 As; 
with gate valve at ship's manifold, flexible wire braided with rubbe 
covering. Joints liable to leak. Generally two connected ready, but 
had to use three and P&O ‘Galara’ class have to use four due to high 
freeboard. 

No vapour line. No Nitrogen purging. Shore labour connect. Can tak 
up to 1.5 hours to connect/disconnect. 

Rate: Maximum Ammonia rate 450 t.p.h. Four pumps at refinery, Using 
two only seems to make 50t.p.h. difference. Emergency stop - 
recirculates on jetty. 

Survey: Bill of Lading on ship's tanks. 

Loading Master: Speaks good English and very helpful. He requires ; 
cabin as does a Pollution Inspector, Agent's runner and Surveyor. 
Pratique: No radio pratique available. 

N.O.R.: Signed by Pier Master on behalf of ‘AMOCAR' refinery on arriva 
alongside or at anchor if waiting for berth. 

Holidays: Public holidays with banks closed. 1st January, 1st May, 
20th July, 7th August, 25th December. 

Documents: 

5 Crew Lists. 

2 Personnel Effects. 

2 Stores Lists. 

Vaccination List. 
Maritime Declaration of Health. 
Ship's Papers. 

Generally very good co-operation with four persons boarding, nom 
on departure, Agent brings clearance. Require to sight register, load ling 
certificate, radio certificate, safety certificate and DTI/P&! Pollution 
Certificate. 

In some publications a document called ‘SOLE’ form is mentioned 
The Agent said this was a form from Colombian Consul at last port to 
say all papers in order but no longer required. Shore passes valid fo 
3 days are issued, no photographs required. Passes are not returned. 
Customs: Will only board between 0700 hrs. and 1900 hrs. If the vessel 
has not cleared before 1900 hrs. she cannot start cargo. This is a new 
law by the Port Captain since the end of July 1979, previously he used 
to issue a waiver and allow loading but some Agencies didn’t apply to 
him and started before Customs came with waiver. A meeting is due t 
be held before the end of August 1979 on this subject between Agencies, 
Customs and Port Captain. This means, at present, that it is no 
advisable to pick up the Boca Chica Pilot between 1730 hrs. and 
0530 hrs. as vessel will not be able to work cargo and will probably have 
i pay an extra day’s port costs as they are on 24 hour arrival Pilot 

asis. 
Communications: Barranquilla “HKB”. Frequencies: 476; 6463.5; 8666; 
13087.5. HF: Channels 5/6; 6, 8, 12 MHz. 

Telex: Good. 

Telephones: To Europe from Cartagena, 2 to 3 hours delay. 
Bunkers/Fresh Water: At Bay piers, can easily be obtained by barge. 
Agent: Did not seem aware of new Port Captain decree on not starting 
cargo at night which cost extra day's port charges, which could have 
been avoided, until he boarded with Customs. 

Apart from the above, very good and attentive. Can be contacted o 
VHF Channels 16 and 6. A “runner” is on board all the time with é 
walkie-talkie. 

| was told that crew changes are easily done as long as 24 hours 
notice is given for Immigration clearance. It is quite normal for ships 
sail with crew members adrift and as a as Master gives Agent letter 
of authority for hotel costs and air ticket there are no problems with the 
Authorities. The nearest British Consul is in Bogota. 

Shore Leave: It takes about 20 minutes from Amocar Refinery (At foo 
of Mamonal jetty) to Cartagena by bus. Rate of exchange: Pesos 
Dollar = 200 (1986). 

Thieving/Stabbing: All officials and Pilot advised us to make sure we 
had a very good deck patrol with no ladders overside, thieving at Bay 
Berths is rife. Also make sure you have some strong weapon with you 
and you lock yourselves in at night as people have been stabbed in bed 
when woken by thieves. Lock everything up. 

Developments: Considerable developments have taken place in the 
area in recent years. Cartagena is a big tourist centre from Venezuele 
and the U.S. 

Exports include coffee, fruit, lumber, tobacco, precious metals an 
petroleum products. ; 

Good road and rail communications exist with Bogota the capita 
taking about 18 hours. 

The Eastern shore of the bay is being developed as an industrial areé 
The following piers and sea island are in evidence. 

ECOPETROL Sea Island (Nestor Pinead Terminal) takes up © 
100,000 d.w.t. tankers, 54 ft. at the berth but limited by Boca Chicé 
Channel. Chicksan connections. FW piped to berth, mooring to buoys 
Used for export of fuel oil and other petroleum products. Situated jus 
North of Brujas Island. 


Cement Jetty in position: Lat. 10° 20.4' N., Long. 75° 30.9’ W. 
Soda Pier in position: Lat. 10° 19.9’ N., Long. 75° 30.85’ W. 
Syncrolift in position: Lat. 10° 19.7’ N., Long. 75° 30.8’ W. 
15,000 d.w.t. 

LPG Barge Pier in position: Lat. 10° 19.4’ N., Long. 75° 30.8’ W. 
Mamonal Pier _ in position: As charted 

Industrial Berth in position: Lat. 10° 17.3’ N., Long. 75° 30.4’ W. 
Products Pier in position: Lat. 10° 18.2’ N., Long. 75° 30.55’ W. 
Products Pier _in position: Lat. 10° 18.2’ N., Long. 75° 30.7’ W. 


Considerable barge traffic with big pusher tugs use the River Diqué 
which comes out in the Southern part of the bay, this joins up with tf 
River Rio Magdalena in the interior and to Barranquilla, etc. 


SHIPMASTER’S REPORT: May 1987. 
Manomal is the oil port for Cartagena. It consists of an industrial 
‘ex with several berths, mainly handling bulk cargoes. The tanker 
perth is a relatively small sea island about 600 ft. long. This vessel, 
(Panamax, Summer d.w.t. 61,391 tonnes, L.O.A. 738 ft. Beam 106 ft.) 
visited Manomal in May 1987. 
ches: At a distance of 15 miles — 20 miles Isla Tierra Bomba 
nt is clearly visible. It is now equipped with a Racon (C) which shows 
clearly on both 3 cm. and 10 cm. radars. Land shows up clearly on radar, 
and is easily identifiable with topography shown on BA. Chart No. 2434. 
ht on Boca Chica Sea Buoy also very good and seen at 7.5 miles — 
8 miles on this occasion. Vessel had to anchor to await berth, and did 
so in about 36 fathoms of water, 7 cables S.W. of the Sea Buoy. No 
difficulties experienced anchoring or weighing anchor. Government Pilot 
boards vessel in the vicinity of the Sea Buoy and takes vessel as far as 
the berth where a Mooring Master takes over. The Berth is marked on 
the Plan on BA. Chart No. 2434 in position Lat. 10° 20.63’ N., Long. 
75° 30.93’ W. as a “Platform”. Ships always berth starboard side to, the 
normal mooring pattern being 3 head and stern lines, 2 breast lines and 
2 springs, each end. The berth is a fairly recently built Sea Island but 
is not really large enough for ships over about 500 ft. in length. All our 
lines with the exception of lines from the main deck mooring winches 
ended up as springs. The berth is well fendered, so no problems lying 
alongside. 2 tugs available for berthing, one of about 2,500 h.p. is quite 
useful, but second one is small, and not much help berthing, although 
it does help to keep the vessel alongside whilst mooring is in progress. 
Line boat available and linesmen seem quite competent. No shore 
Gangway, but vessel was able to use her accommodation ladder 
amidships with a little difficulty. 
Facilities: 3 x 10 in. Chicksan arms available for loading. Informed by 
shore that berth is served from the shore by 3 x 24 in. lines. (1 for 
Crude, 1 for Fuel Oil and 1 for deballasting ashore.) Loading Rate (F.O.) 
is about 15,000 bbls./hr., although vessel told that 10,000 bbis./hr. would 
be maximum. All shore personnel found to be helpful and cooperative. 
4 hours required for cargo documentation after the completion of cargo. 
Informed by the shore that there is 55 ft. of water at the berth, but 
limiting factor is the Boca Chica Channel, where we were limited to 
37 ft. 06 in. Outgoing Pilot informed that there is an absolute maximum 
depth of 39 ft. in this Channel. Range of tide only about 1.5 ft. 
Security: KEEP A SHARP LOOKOUT FOR THIEVES. Strict security 
measures, everything locked up. Vigilant deck watch to be maintained. 
Very little security seems to be practised by Terminal personnel. Shore 
Watchmen are available, and should be employed. Also had trouble with 
a large number of women who tried to board the vessel soon after shore 
Authorities had cleared ship inwards. Master had to personally refuse 
access to vessel for these “unauthorised visitors’. Suggest deck watch 
doubled when near the completion of loading when vessel has a small 
freeboard. This vessel kept a good deck watch at all times, even so, an 
after store was broken into and a small quantity of paint stolen. 
Sailing: No difficulties experienced leaving the berth. Tugs used but not 
made fast, they just push. Mooring Master unberths ship and turns her 
round off berth, when Sea Pilot takes over. Under normal circumstances 
this Pilot leaves the ship when passing between the last channel buoys 
(outwards) in Boca Chica Channel. 
Note: During night approach to the port, the Stranded Wreck in Position 
Lat. 10° 22.9’ N., Long. 75° 38.7’ W. was showing clearly on the radar, 
but the light was not seen, and therefore presumed unlit, either 
temporarily or permanently. 


SHIPMASTER’S REPORT: August 1993. 

Charts: B.A. Charts No. 1277 and 2434. 

Pilot Books: NP 7A (9.102 and following pages). 

Approaches: Approach was made from S.W. in near gale force 
conditions with poor to moderate visibility. At the time, both radars were 
performing poorly and erratically and the Satnav was out of use, so it 
made for interesting navigation. 

Although the radars did get a weak echo, this turned out to be 
Cartagena itself, which thoroughly confused the officer on duty, as closer 
low lying features did not appear at all, and the navigation marks on 
offshore reef and islands were either destroyed or operating on reduced 
power. 

Bancos de Salmedina Lt. is reported destroyed — not seen. 

Isla de Tesoro Lt. operating on reduced power — very difficult to see. 

\sla Tierra Bomba Lt. — visible only at 5 miles. 

\sla Tiera Bomba D/F station — not operating. 

Communications: Agents were informative prior to arrival and did warn 
about Bancos de Salmedina Lt. They laid great emphasis on security 
and the necessity of keeping unauthorised people off the ship. 

Pilots were contacted in good time and responded well. 

Pilotage: Pilot boarded from a very small slow boat by the outer buoy 
at Boca Chica. Agent had requested that the accommodation ladder be 
"igged for him, but | considered this unsafe as our rig is aft and leads 
aft, and would have required the boat to come right under the round-in 
of the stern by the propeller. Once on board, the passage through Boca 
Chica was taken slowly and carefully. Once clear of the entrance, the 
Short run across the bay was taken slowly to allow time for a ship to 
leave our berth. The Agent's boarding officer boarded from a very fast, 
unlit boat, which was mistaken for some unauthorised approach, and 
he was lucky not to have been hosed down. 

On departure, the Pilot left well inside Boca Chica. | think they do not 
relish long voyages on their boat. 

Berthing: The oil berth at Mamonal is modern and well maintained. Two 
arge tugs were used (tug’s ropes), and berthing was accomplished 
Starboard side to without any difficulties. 
11,700 tonnes was loaded without incident. Shore personnel were 
‘ent. Officials were pleasant and quick. 

Agent's boarding clerk remained on board throughout loading and 

Was very helpful. 


COLOMBIA 


Security: We arrived expecting trouble, but the berth is well guarded 
and secure and no one tried to board from boats. 

The Agent's warnings about security are a routine addition to his 
normal communications and seem to refer more to the general cargo 
berths. 

All in all a surprisingly pleasant and efficient berth and loading 
operation. No delays, no problems and no thefts. 


AUTHORITY: Operator: Empresa Colombiana de Petroles, “Ecopetrol’”’, 
Apartados: Aereo 5938-6813, Postal 808, Bogota, Colombia. 
Telex: 44464. Cables: Ecopetrol. Contact: Jorge Lozano, Depto. 
Coordinacion de Operaciones. 


COVENAS (Gulf of Morresquillo): 09.25 N. 75.42 W. 
(See Plan) 


OFFSHORE PETROLEUM TERMINAL — CRAVO NORTE 
ASSOCIATION 


See “General” before first port. 
LOCATION: Situated in the Gulf of Morresquillo approximately 56 miles 
S.S.W. of Cartagena. “Arrived Ship” position is Lat. 09° 33’ N., Long. 
75° 51.5’ W. which is 4.5 nautical miles from the Floating Storage Unit 
(FSU). (See “Plan”). The Terminal loads one grade of crude oil (API 
29.3°. Temperature 88°/90°F). 
DOCUMENTS: 

Clearance from Last Port. Derat Certificate. 


9 Crew Lists. Copy of Communique of vessel's agency 
9 Personal Effects Lists. Ships Register 
Health Declaration. Log Book 


Vaccination Certificate. Marpo!l Compliance Certificate 
Certificates — Load Line, Safety Construction, 
Safety Equipment, Safety Radio, Oil Pollution 
Insurance, Cargo Gear. 
APPROACHES: Golfo de Morrosquillo is entered between San 
Bernardo (9° 42’ N., 75° 42’ W.), which is low and sandy, and Punta 
Mestizo 17 miles S.S.W., its shores are fringed by mangroves and 
wooded swamps. 

The head of the Gulf is backed by a plain, skirted by extensive 
savannahs, rounded to the East by a mountain range. The highest 
peaks, standing 12 miles East of the town are Tetas de Tolu, which 
forms two easily identified hills. 

A lighted buoy (flash every 6 secs.), is established on Roca 
Morrosquillo (9° 35.5’ N., 75° 59.5’ W.) and represents the mid entry 
point to the Gulf. 

PILOTAGE: Compulsory except for anchoring. A company Mooring 
Master will board the incoming tanker approximately 4.5 nautical miles 
N.W. of the FSU. VHF Radio — Stand-by on Channel 16, shift to Channel 
10 for manoeuvring — 24 hours’ service, weather permitting. 
ANCHORAGE: The recommended anchorage for export tankers and 
vessels having business with the off-shore terminal is within a radius of 
1.5 nautical miles of position: Lat. 09° 33’ N., Long. 75° 51.5’ W. 
RESTRICTED AREA: An area has been nominated as a Restricted Area. 

Within this area all activities which could endanger the subsea 
installations such as anchoring of vessels, dredging, mechanical fishing 
(trolling and trawling), disposal of refuse, etc. are forbidden. 

The area is bounded by lines joining the following reference points: 

1. Punta Bolivar: Lat. 09° 25’ 20” N., Long. 75° 43’ 40” W. 
2. Punta Piedras: Lat. 09° 25’ 25” N., Long. 75° 39’ 05” W. 
3. Lat. 09° 32’ 54” N., Long. 75° 47’ 12” W. 

4. Lat. 09° 31' 36” N., Long. 75° 48’ 30” W. 

=> Lat. 09° 32’ 12” N., Long. 75° 43’ 30” W. 
RESTRICTIONS: Berthing night and day, weather permitting, in open 
water in the Gulf of Morrosquillo. 
MAX. SIZE: FSU: 180,000 tonnes displacement with LOA 300 m. 

Minimum Size: 55,000 tonnes displacement with LOA 220 m. for 
berthing alongside. Vessel can berth either side. 

TLU: For berthing at the Tanker Loading Unit (TLU) 145,000 tonnes 
displacement with LOA 300 m. 

Minimum Size: No minimum size providing vessel can handle the 
system equipment. 

The max. draft at the FSU and TLU is 17.0 m. and the max. beam 40.0 m. 
HEALTH: Port Authorities grant Free Pratique on clearing the vessel 
inwards. International regulations in cases of contagious sickness or 
epidemic are carried out. 

RADIO: Radio Barranquilla, HKB. 

ETA required 72 hours, 48 hours and 24 hours prior to arrival. 
VHF: Initial radio contact with FSU Covenas or with Covenas Control, 
Terminal Superintendent and Agents on Channel 16. Shift to Channel 10 
for pilot boat, manoeuvring and for cargo operations. The loading vessel, 
either at FSU or TLU, will be attended on VHF Channel 10. 

In case of 2 vessels loading simultaneously at FSU and TLU, the 
Cargo Loading Master will assign VHF communications channels to 
each one of them. One of the vessels will work on Channel 10. 
RADAR: No port radar service. 

TUGS: The use of terminal tugs (2) is at the Mooring Master's and/or 
Port Authorities’ discretion. The mode of operation is made in 
conjunction with the vessel's Master. 

BERTHING: The terminal can load 2 tankers simultaneously, one 
alongside the FSU and one at the TLU (See “Plan’”). 

The FSU (Position: Lat. 09°31’ 45" N., Long. 75° 47' 11” W.) is a 
modified 384,000 tons ULCC, yoke-moored on a custom built catenary 
anchor leg mooring system with a 6 anchor pile spread. The installation 
is the principal unit in the terminal complex. The Terminal operations 
and control centre, communications network and accommodation 
facilities are housed on board. Water depth is 35 m. at the berth. Tankers 
can berth either side (preferably port side alongside) with 3x 12 in. hard 
arm loading arms. Maximum loading rate 55,000 bbis.p.h. Max. height 
of manifold above sea level is 30 m. 
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The TLU (Position: Lat. 09° 29’ 46” N., Long. 75° 44’ 15” W.) is a 
catenary anchor, 6 legged, SPM functioning as a secondary tanker 
loading berth. Water depth is 25 m. at the berth. Loading is via 24 in. 
floating hose string with 2x 16 in. connections on tanker port side, lifted 
by 10 ton S.W.L. ship derrick. Maximum loading rate 27,000 bbis.p.h. 
Max. height of manifold above sea level is 15.0 m. Max. distance bow 
to manifold 140 m. 

BALLAST: No facilities for accepting dirty ballast or slops. 

MEDICAL: Emergency medical services are available if needed but not 
on a routine basis. 

DENSITY: 1015-1025, depending on state of Sinu River which empties 
into the Gulf. 

FRESH WATER: Not available locally but could in an emergency be 
barged from Cartagena. 

FUEL: Not available locally but can be barged from Cartagena. 

FIRE careers See “Port Regulations” (copy placed on board 
on arrival). 

CONSULS: Nearest at Cartagena (3 hours drive) or Barranquilla 
(4 hours drive). 

REPAIRS: No dry dock facilities — minor repairs can be carried out 
through Cartagena or Barranquilla. 

SURVEYORS: ABS, Lloyd's Register and Det Norske Veritas, available 
from Cartagena with sufficient notice. 

Cargo Inspectors: SGS, Saybolt, Caleb Brett. 

CARGO GEAR: Port derrick (10 tons S.W.L.) required at TLU. 
REPATRIATION: Can be arranged but not encouraged. 

AIRPORTS: Cartagena (3 hours drive) or Barranquilla (4 hours drive) 
to U.S.A. and Monteria (1.5 hours drive) to Bogota for connections 
worldwide. TIME: GMT minus 5 hours all year round. 

HOLIDAYS: Terminal loads 24 hours per day, 365 days per year. 
SHORE LEAVE: Not permitted. 

GARBAGE DISPOSAL: Not available. 

WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS: None. 

CURRENCY: Colombian Peso. 

GENERAL: Prevailing Currents: Currents off the North coast are set 
generally E.N.E. to N.E., being a continuation of the Caribbean counter 
current, and have rates of 0.5 knots — 1.5 knots. 

In the entrance to the Gulf, the flow is affected by the coastal counter 
current, which is E.N.E.-going and attains a rate of nearly 0.75 knots. 

Within the Gulf it is affected by tidal streams which are sometimes 
strong enough to cause a resultant W.S.W.-going flow. This reverse flow 
seldom exceeds 0.25 knots. 

CHARTS: BA. Chart No. 1277. U.S. Chart No. 24512. 


SHIPMASTER’S REPORT: June 1986 (Updated 1992). 
Vessel: 36,800 g.r.t. 
Operator of Terminal: Ecopetrol. 
Pilotage: Compulsory within terminal area, except when proceeding to 
anchor. 

A Company Mooring Master will board all vessels scheduled to occupy 
a loading berth at a position nominated by Mooring Master. At present 
3 miles North of SPM (approx.). Mooring Masters are fully licensed 
Colombian Master Pilots. Mooring Masters remain on board throughout 
loading and require facilities complying with accepted standards. 
Anchorage: At present 3.5 miles North of SPM. Actual position will be 

iven by Covenas Control. 

lax. Size: Vessels up to 145,000 tonnes displacement and not 
exceeding 300 m. LOA may be loaded at SPM. Mean sea level at berth 
is 25m. 
Tugs: 2 multi-service vessels, including tug capability (equipped with fire 
fighting and anti-pollution equipment). 2 personnel/pilot vessels. 1 fast 
boom layer. 1 oil-mop vessel/line handler. 1 hose and line handling 
vessel. 
Medical: No facilities except in an emergency. 
Shore Leave: Strictly forbidden. 
Fuel: Available from Cartagena; 7 days’ notice required. 
Repairs: No dry dock available. Minor repairs may be carried out by 
local engineering firm in Cartagena. These services should be arranged 
through Agents. 
Ballast: Discharge of dirty ballast into sea is strictly prohibited. No 
facilities for accepting dirty ballast or slops. Vessels must arrive with 
clean ballast. Ballast samples taken by shore Authorities (this vessel 
has ne hi a ballast and samples were taken). 
Berthing: One SPM (Tanker Loading Unit) in position Lat. 09° 29’ 46” N., 
Long. 75° 44’ 15” W. is a catenary anchor, 6 legged, SPM. 

Development — An FSU consisting of a converted 384,000 tons ULCC 
yoke moored on a custom built catenary abe ete | mooring with a 6 
anchor pile spread, mooring in position Lat. 31’ 45” N., Long. 
75° 47' 11” W. This installation will be the principal unit in the terminal 
complex as it is due for operation in August 1986. This unit will house 
Terminal Operations and Control Centre, communications network and 
accommodation facilities. The unit (FSU) will be capable of 
simultaneously receiving stabilised crude oil, and loading 2 export 
tankers, 1 secured alongside and 1 at the TLU (SPM) at a maximum of 
55,000 bbis.p.h. on FSU. Mean sea level at this berth is 35 m. At present 
the TLU (SPM) has a maximum loading rate of 27,000 bbis.p.h. and 
only 1x16 in. hose is connected; 2 will be available when complete 
complex in operation. Vessels arriving at TLU (SPM) should have port 
derrick rigged and a bow chain stopper capable of accepting a 76 mm. 
diameter chain. The vessel is also required to supply a good mooring 
rope on the forecastle head to use as a messenger for the buoy mooring. 
Bow fairlead(s) require an opening of 600 mm. x 450 mm. The complex 
is a joint venture between Ecopetrol, Occidental and Shell. 


SHIPMASTER'’S REPORT: September 1986 (Updated 1992). 

The conventional buoy mooring no longer exists, it has been replaced 
by a Tanker Loading Unit (TLU) in position Lat. 09° 29’ 46” N., Long. 
75° 44' 15" W., which is in effect an SBM. There is also a Floating 
Storage Unit (FSU) in position Lat. 09° 31’ 45” N., Long. 75° 47’ 11" W., 
which is a 390,360 d.w.t. tanker permanently moored. 
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Documents: All ship's certificates sighted. Authorities mainly interesiy 
in vessel's Safety Certificates and Pollution Certificates. Sho, 
personnel board vessel once on the SBM, sometimes at anchor if 
than one ship being cleared. It would appear authorities only bog, 
vessels during daylight hours but this does not prevent commenceme, 
of cargo operations. 

Pilotage: Vessel contacts FSU when 30 miles off port, FSU will pass 
any information regarding berthing, etc. When due to berth Pilot yj 
contact vessel on VHF Channel 16. Pilot usually boards when vesg: 
passing North of FSU, actual boarding area is 2 miles - 292° from Fg) 
(Lat. 09° 32.4’ N., Long. 75° 49.1’ W.). 

Anchorage: Approximately 3 miles West of FSU centred on Ly 
09° 32.9’ N., Long. 75° 51.1’ W. with a radius 1.5 miles from thy 
position. 

Restrictions: None, 24 hour port operations. 

Tugs: One small tug assists in berthing, pushing only as required. 
Ballast: There are no shore facilities for dirty ballast so vessels muy 
arrive with clean ballast. 

Berthing: SBM. One chain through centre panama lead onto vessel; 
AKD stopper, shore able to provide mooring gear if vessel not fitted wi 
AKD stopper. Pilot on forecastle head when approximately one mik 
from SBM, he is in radio contact with Master on bridge. 

Loading: 2x16 in. hoses connected port side. Shore labour connec 
hoses. 1 crew member required to drive crane/winch. Loading rat 
25,000 bbis.p.h. (4,000 cu.m.p.h.). Vessels can load directly from shor 
or from the FSU. 

Points of Interest: Accommodation required for Pilot (who also acts a 
Loading Master), and 1 Cargo Surveyor. One person (clerk) arrives o 
board towards end of cargo operations, he completes Bills of Lading o 
board on completion of loading. Medical facilities are available, th 
largest town close to Covenas being Tolu. 


SHIPMASTER’S REPORT: September 1986 (Updated 1992). 
Documents: The officials (immigration, Customs, Agent, etc.) boar 
before the approach manoeuvre. 

The following documents are required: 

Crew Lists. 

Stores Lists. 

Crew Effects Lists. 

Cargo Lists. 

The authorities also checked the following certificates: Classification 
Radio, Construction, Safety Equipment, Oil Pollution and Insurance, 
Cargo Gear Register (at least 10 tonnes SWL), Last Port Clearance, 
Derat Certificate. 

Pilotage: The pilot boarding area is about 1.0 miles — 2.0 miles W.N.W 
of “mn FSU. The Pilot (Loading Master) remains on board during the 
loading. 

Restrictions: Monts: is carried out during daylight only, unmooring 
possible ony and night. 

VHF: VHF Channels 16, 10 and 13 used. 

Tugs: There are 2 tugs (supply vessels) with sufficient power to moa 
and unmoor large vessels. Tugs lines are used. 

Berthing: The conventional buoy mooring is no longer in operation an 
has been replaced by two new units: 

Floating Storage Unit: Tankers up to 230,000 tonnes’ displacemen 
moor alongside on either side of the FSU. The FSU has 3 x 12 in. loading 
arms on each side and hydraulic cranes for the transfer of Loading 
Master, Assistant, etc. 

Mooring consists of 4 headlines, 2 breast lines and 2 spring lines 
forward and aft. If the vessel uses wire moorings, nylon tails are required 
The FSU has quick release hooks. 

Tankers Loading Unit: This is a Single Point Mooring for tankers up 
to 145,000 tonnes’ displacement and is equipped with two ADK bow 
stoppers and fairleads of 600 mm.x450 mm. (for 76 mm. chain). 

Manifold connections are on the port side (2x16 in.). Ship's derrick 
crane required for hoisting hoses. 

IGS: Tankers are requirea to be inerted (less than 8% oxygen) and ale 
checked prior to loading. 


AUTHORITY: Operator: Ecopetrol, Distrito Cano Limon Covenas 
Redoma San Mateo, Autopista Internacional, P.O. Box No. 1107 
Cucuta, Norte de Santander, Colombia, South America. Tel: (975) 
760260, 760673. Telex: 76636. FAX: (975) 760422. Contact: Luis E 
Duarte, Cano Limon Covenas - District Manager. 

FSU — Covenas, P.O.Box 1261, Monteria. Te/: (952) 880165 
Telex: 6300. FAX: (952) 880166. Contact: Jairo Quinte 
Terminal Superintendent. 

Port Authority: Port Captain, Naval Base Covenas. Tel: (952) 880177 
Contact: Captain Ruben Dario Sandoval. 


POZOS COLORADOS: 11.09 N. 74.15 W. (See Plan) 


LOCATION: The terminal is on the North coast of Colombé 
approximately 6 miles S.W. of Santa Marta. 

DOCUMENTS: 

For the Port Captain: 

Clearance for Last Port. 

Voyage Report. 

Crew List. 

List of Passengers for Santa Marta. 

List of Passengers in Transit. 
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vessel Certificates: (These only need to be shown). 
Registration Certificate. 
Load Line Certificate. 
Classification Certificate. 
Safety Equipment Certificate. 
Radiotelegraphy Safety Certificate. 
Construction Certificate. 
Cargo Handling Equipment Safety Certificate. 
Oil Pollution Certificate (Insurance for U.S.$1,000,000). 
For Port Health Authority: 
Derat Certificate. 
Maritime Health Declaration. 
Toxic Element Certificate. 
Crew List with dates of vaccination. 
List of Passengers for Santa Marta. 
List of Passengers in Transit. 
For Customs: 
3 Cargo Manifests. 
3 Crew Lists. 
3 Lists of Passengers for Santa Marta. 
3 Lists of Passengers in Transit. 
3 Lists of Crew Personal Effects. 
3 Lists of Provisions. 
3 Mail Lists. 
For Agencies: 
1 Voyage Report (these only need to be shown). 
2 Crew Lists. 
2 Lists of Passengers for Santa Marta. 
2 Lists of Passengers in Transit. 
2 Crew Personal Effects Lists. 
2 Lists of Mail for the Port. 
4 Cargo Manifests. 
4 Bills of Lading. 
2 Cargo Stowage Plans. 
PILOTAGE: Mooring Master will meet vessels approximately 1 mile 
seaward of terminal location. He will remain on board throughout the 
vessel's stay and should be provided with accommodation. 
ANCHORAGE: When vessels arrive at night, they anchor 1 mile out to 
sea from the Terminal. 
RESTRICTIONS: Docking only during daylight 0500 hrs. — 1600 hrs. 
Undocking 0430 hrs. — 1800 hrs. 
MAX. SIZE: Berth in approximately 52 ft. of water and can accommodate 
vessels of up to 69,000 d.w.t., LOA 900 ft., beam 110 ft. with max. draft 
45 ft. 
HEALTH: Port Authorities board with Mooring Master to enter ship and 
attend all formalities. 
RADIO: Notice of Arrival: Agent for the vessel must confirm arrival of 
vessel at the Port with a minimum advance notice of 24 hours, giving 
with this information the following information: 
Name of the vessel 
Name of the Master 
Nationality 
Last port of call 
Destination of the vessel 
Overall length 
Draft forward and aft 
Tonnage to be unloaded 
Time at which Pilot is required. 
VHF: Permanent communications Vessel-Terminal with VHF Channels 
16 and 6. National and International communications through “Empresa 
Nacional de Telecomunicaciones (Telecom)” 0800 hrs. — 2200 hrs. 
BERTHING: The vessel will be berthed in the area surrounded by the 
7 mooring buoys, in following order from for'd port side, passing round 
stern to for'd starboard side: No. 7, 1, 2, 3, 4, 5, 6. Vessels lie in berth 
on approximate due North heading; vessel's lines run by means of 
mooring launch to stern, quarter, and breast buoys. Vessels up to 
20,000 d.w.t. require at least 5 good manila lines; vessels in excess of 
20,000 d.w.t. require at least 12 good manila lines. These lines must be 
of not less than 120 fathoms in length each. Synthetic lines of equivalent 
Strength may be used. Vessels equipped with wire mooring winches 
may use wires in lieu of fibre lines. The mooring requires use of both 
bower anchors, each having at least 150 fathoms of chain and be 
prepared to handle 5-ton lift on starboard side at ship’s manifold. 
Because of rigidity of submarine hose, a small movement of vessel out 
of correct position could damage submarine equipment. Extreme caution 
must be exercised to ensure that vessel is correctly moored. During 
loading operation slack must be kept out of submarine hose by 
adjustment of vessel's anchor and lines. 
UGS: Tugs are available if necessary for manouevring when berthing 
and unberthing. 
TERMINAL REPRESENTATIVE: The Terminal has skilled personnel to 
represent its business on board and they will remain on board during 
all operations. 
HOSES: Submarine hose 16in. with 16in. to 12in. reducer for 
connection to vessel's 12 in. deck hose. For vessels not equipped with 
12 in. deck hose, a 12 in. to 10 in. reducer is available. A 25 ft. length 
Of 10 in. deck hose is also available for vessels not having a deck hose 
on board. Ship's crew perform all hose connecting, disconnecting, etc. 
one Average pumping rate 12,000 b.h.p. Max. working pressure 
p.s.i. 
CARGO HANDLING: Terminal is designed for loading and unloading 
Crude oil or products. Currently, it is used to unload white products (motor 
9asoline and virgin naphtha). The products must be transported and 
unloaded in segregated form. The total capacity of storage is 750,000 
oe Distance to tanks 9,997 ft. Diameter of line 20 in. 
cen No bunkers available at terminal. Acquisition is possible at 
wengona (Colombia). See “General” before first port. 


2 ve Doctor and hospital located at Santa Marta, throughout 
rs. 


COLOMBIA 


CONSULS: No consular office in vicinity of terminal. 
The following countries have consulates in Santa Marta: 


Phone 
Costa Rica Avda. Libertador No. 33-47 32199 
Dominican Republic Cra. 21 No. 15-99 32962 
Ecuador Las Villas 2a. etapa, Villa 
No. 15, El Rodadero 27590 
Finland Edificio de bs Bancos 
Oficina No. 605 35317 
France Calle 17 No. 2-56, Of. 212 32014 
Guatemala Calle 11 No. 1C-23 P. 8 34048 
Netherlands and Sweden Calle 15 No. 3-94 33403 
Norway Calle 11 No. 1C-23 Dpto. 306 33501 
Panama Calle 17 No. 2-56 Of. 416 34253 
Peru Calle 16 No. 1-92 33420 


Other Consuls located in Barranquilla, approximately 35 miles distant. 
BALLAST: The utmost care must be exercised by all tankers to avoid 
any contamination of the terminal bay waters, since the entire area is a 
developing tourist resort. This means that absolutely no deballasting or 
disposal of bilge water must take place in the bay. Shore deballasting 
facilities can handle up to 84,000 bbis. if ship provides advance warning. 
FRESH WATER: Not available. 

REPAIRS: Limited repair facilities available 
approximately 6 miles from terminal. 
SURVEYORS: There are 3 petroleum inspection companies. 

SHORE LEAVE: Through the ship's Agent, shore leave can be 
arranged, but sufficient crew must remain on board to handle 
emergencies. Most Maritime Agencies own 2 safety launches for vessel- 
shore-vessel routine. 

GENERAL: No ships’ stores. 


SHIPMASTER’S REPORT: November, 1984. 
1. The Terminal is now used exclusively for the import of gasoline. 
2. Mooring: Forward: 2 anchors and 1 starboard breast line to buoy. 
Aft: Lines to 5 buoys, 3 of which require double lines 
(8 ropes in total aft). 
N.B. All ropes require a ‘long drift’ as buoys are well away from ship. 
Wire ropes not suitable for this terminal. 
(Mooring is a long procedure). 
3. Pilot and ‘Loading Master’ joined at anchor — awaiting tide — and 
a on board throughout stay; in addition 10 personnel have to be 
4. Port Papers: All ship's documents required for sighting and expiry 
dates (except, in our case, Ship's Register). 
Agents advised the following required: 
4 Crew Lists (provided 12 copies and all ‘required’). 
3 Personal Effects Lists (provided 9 copies and all ‘required’). 
3 Stores Lists (provided 4 copies and all ‘required’. 
3 Bonded Lists (provided 4 copies and all ‘required’). 
N.B. Federal Police require at least 2 Crew Lists with complete names 
not just surnames and initials (‘difficult with Indian crew). 
5. Stores: Fresh provisions. 
6. Shore Leave: Shore Passes issued, no problems except for 
distance to shore. Passes to be returned prior to sailing. 
7. No repairs possible — no fresh water — no bunkers. 
8. Discharge: With 1 x12 in. line but fitted with 10 in. reducer to 24 in. 
undersea line to shore, about 2 km. 
Can accept 15,000 bbis./p.h. subject to 7 kg./sq.cm. pressure. 
9. Weather: (November) Very heavy swell running but this was 
reported as being very unusual for this time of year. Vessel rolled heavily. 


SHIPMASTER’S REPORT: March 1988. 

Mooring: The following arrangement was used. 
Starboard fo'c’s'le shoulder Two ropes of 150 m. 
Starboard aft maindeck One rope of 150 m. 


in Santa Marta, 


Starboard quarter One rope of 200 m. 
Stern buoy 

Centre lead aft Two ropes of 200 m. 
Port quarter One rope of 180 m. 


Port aft maindeck 
Port fo'c’s'le shoulder 
Port anchor 9.5 shackles 

Starboard anchor 8.0 shackles 

Vessel moored with a North-going current, in a freshening N.N.E. 
wind, which reached 30 knots by the end of the mooring. The trade wind 
is augmented by the sea breeze and blows from approximately 1300 hrs. 
to 0100 hrs., making conditions difficult for the mooring launch, which 
is underpowered. One 750 h.p. tug was used and proved effective in 
positioning the vessel by pushing. 

Ship's head in berth was 020°, Pilot stated that 025° to 030° would 
have been preferable, in order to present less angle to the wind. Berth 
was originally configured for a ship’s head of 000°. The buoy pattern 
has remained the same, but the ship is now aligned to starboard, which 
accounts for the differing lengths of moorings required. Winter months 
are stated to be worst weather conditions, especially February and 
March. 

Cargo Discharge: Rate overall was 2,119 cu.m.p.h. and reached a 
maximum of 2,640 cu.m.p.h. 


One rope of 180 m. 
One rope of 200 m. 


AUTHORITY: Operators: Empresa Colombiana de Petroleos 
“Ecopetrol”, Departamento de Coordinacion de Operaciones, Bogota, 
Colombia. Telex: 44 787. Tel: 85 67 97. 

Estacion Pozos Colorados, Santa Marta, Colombia. Telex: 38 849. 
Tel: 7499, 7095. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englan 


PUERTO BOLIVAR: 12.16 N. 71.57 W. (See Plan) 


LOCATION: Puerto Bolivar is at the entrance of Bahia Portete, a natural 
bay on the North coast of Colombia's Guajira Peninsula, located at Lat. 
12° 16’ N., Long. 71° 57’ W. It is on the Caribbean, about 350 km. N.E. 
of Barranquilla. 
DOCUMENTS: 

1. According to the rules in force at the time these regulations were 
approved, the vessel's Master shall show the Authorities and the Port 
Cargo Inspector the following documents: 

Register Certificate. 

Classification Certificate. Cargo ships shall show the Certificate of 

Safety Construction for Cargo Vessels. 

Load Line Certificate. 

Pollution Certificate that must cover Colombian waters (See “Note”). 

Certificate of Radiotelegraphy and/or Radiotelephony. 

Cargo vessel Safety Equipment Certificate with valid annual 
inspection carried out by an independent surveyor. 

Derat Certificate. 

Clearance from the Last Port. 

Notwithstanding the above, the Master shall show the Port Authorities 

whatever other documents they may require. 

Note: All vessels and marine craft that arrive in Puerto Bolivar shall 
comply fully with the International Convention for the Prevention of 
Pollution by Vessels of 1973 and its 1978 Protocol (Marpol 73/78) 
including all its amendments in force. 

2. According to the rules in force at the time these Regulations were 
approved, the Master shall hand over the following documents to the 
Port Authorities: 

5 Crew Lists containing the following information: name, capacity in 
which serving, |.D. uments — class and number — or licence, 
nationality, date and place of birth. 

4 Stores Lists; narcotics for medical use must be listed in detail as 
well as tobacco, alcoholic beverages and taxable goods according 
to the Customs General Directorship. 

4 Mail Lists, if any. 

3 Crew Curio and Personal Effects Lists. 

3 Passenger Lists, if any. 

2 Quarantine Declarations. 

4 Stowage Plans. 

Notwithstanding the above the Master shall hand over to the Port 

Authorities other documents that they may require. 

APPROACHES: Landmarks: For vessels arriving from the Eastern 
Caribbean, Punta Gallinas (Lat. 12° 28'N., Long. 71°40’ W.) is 
approximately 20 miles E.N.E. of Puerto Bolivar. 

For vessels arriving from the Panama Canal or ports to the West of 
Puerto Bolivar, Cabo de la Vela (Lat. 12° 13’ N., Long. 72° 10’ W.) is 
approximately 12 miles W.S.W. of Puerto Bolivar. Both Landmarks have 
prominent lighthouses which are shown in the appropriate light lists. 

In addition there is a rotating beacon on the shiploader at Puerto 
Bolivar with the following characteristics: 

Position: Lat. 12° 15.6’ N., Long. 71° 58.9’ W. 

Description: Rotating white beacon. 

Period: Flashing white every 2 seconds. 

Height: 35 m. (115 ft.). Visibility: 18.75 miles. 
Fairway Buoy: The Port entrance is marked by Channel Buoy No.1 
(Racon). Located in position Lat.12° 17’ 30” N., Long. 71° 58’ 54” W., 
flashing green every 2 seconds. Code (M) international code signal. 
Aero Beacon: The company airport at Puerto Bolivar has an aero beacon 
located in position Lat. 12° 13’ N., Long. 71° 58’ W. with the following 
characteristics/frequencies: 400 kHz — “PTE” — Continuous. Also 
415 kHz — “PB”. 

Channel: Vessels will enter and leave the port by a dredged channel 
3.5 km. in length that connects the turning basin with the open sea. The 
channel's allowable ship's draft is 17m. (max.). Minimum depth in 
channel and Berth Reach is 19 m. 

Turning Basin: Allowable ballasted draft is 9.0m. (max.). Vessels 
scheduled to load enter the circular turning basin, depth 11.5 m., where 
they are completely stopped, then turned by tugs to berth at the coal 
pier, port side to. 

PILOTAGE: Compulsory. Pilot normally boards 2 miles North West of 
Buoy No.1 or at anchorage. 

Pilot Ladder: Unless otherwise advised, the pilot ladder should be rigged 
on the starboard side of arriving ships. 

The pilot ladder, should be of a SOLAS 1974 approved type. To meet 
those specifications it must have one-piece non skid steps equally 
spaced, about 14 in. apart with spreader bars five steps from the bottom 
and then at 9 ft. intervals. 

Ships having a freeboard in excess of 30 ft. must have a suitable 
accommodation ladder rigged adjacent to the pilot ladder so that the 
Pilot can transfer to it when boarding. Ships’ Masters may know this as 
“The Rotterdam Rig”. 

ANCHORAGES: Defined by Colombian Port and Maritime Directorship 
(DIMAR) as follows: 

Tine anchorage area for vessels and marine craft that arrive in Puerto 
Bolivar shall be located within the following points and geographical co- 
ordinates: 

Point A. Lat. 12° 19’ N., Long. 72° 02’ W. 
Point B. Lat. 12° 19’ N., Long. 72° 00’ W. 
Point C. Lat. 12° 17’ N., Long. 72° 00’ W. 
Point D. Lat. 12° 17’ N., Long. 72° 02’ W. 

The quarantine area for vessels and marine craft that arrive in Puerto 
Bolivar shall be located within the following points and geographicalco- 
ordinates: 

Point A. Lat. 12° 19’ N., Long. 72° 04’ 30” W. 
Point B. Lat. 12° 19’ N., Long. 72° 03’ W. 
Point C. Lat. 12° 17’ N., Long. 72° 03’ W. 
Point D. Lat. 12° 17’ N., Long. 72° 04’ 30” W. 

The anchorage and quarantine areas established in the above articles 
are experimental and therefore all vessels and marine devices shall 
manoeuvre with care. 
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MAX. SIZE: The Port can accommodate vessels with the followin, 
dimensions: 
u 


300 m. (984 ft.). 
Beam 45 m. (147 ft.). 
Max. Loaded Draft 17m. (55 ft.) 
Max. Ballasted Draft 9m. (30 ft.) 


Minimum Acceptable Drafts for Manoeuvring in Puerto Bolivar: 


Deadweight Forward Draft Aft Draft 
(tons) (m.) (m.) 
10,000 — 30,000 3.04 4.87 
30,000 — 50,000 3.65 5.48 
50,000 — 70,000 4.57 6.40 
70,000 — 100,000 5.49 7.31 
Over 100,000 7.31 9.00 


HEALTH: Radio Pratique is not granted and vessels arriving will hay 
to be granted Pratique upon entering port or at anchorage. The standar 
World Health Organisation Certificate must be used. 
RADIO: Coastal Station HKB may be used for routine messages. 
Estimated Time of Arrival Notices: Masters should advise their ETA 
upon receipt of orders to proceed to Puerto Bolivar. In addition, 72, 4 
and 24 hour ETAs should be transmitted to INTERCOR with a copy » 
ent. 
ETA Message Text: (To be cabled with the first ETA, at least 72 hour 
before arrival). 
Bulk General 
Carrier OBO Cargo Tanke 
AAA Vessel’s name and previous names R R 

BBB ETA — date and time (local) * R 

CCC Flag and port of registry 

DDD Call letters 

EEE Agent's name 

FFF Last port of call 

GGG Arrival draft fore/aft 
HHH Extreme arrival air draft to hatch top 
lll Expected sailing draft 
JJJ Ballast on arrival (M.T.) and expected 
deballasting time ** 

KKK Is Ballasting/deballasting concurrent 
with loading/discharging at normal 
port handling rates? ** 

LLL Type of previous cargo 
MMM Date of next special survey (including 
if overdue) 

NNN Port of destination 

OOO Cargo to be loaded/discharged by 
hold, and hold rotation if bulk carrier 

PPP Is vessel gas free? 

QQQ Condition of steering/navigation 
equipment 

RRR Condition of mooring equipment 

SSS Parcels and sequence of grades to be 


DD 


D DVVVIIID 
D DVVDIVIID 


discharged 

TTT Official deadweight tonnage (d.w.t.) 
taken from Ship's Registry 

UUU Length of loading area from Hatch 
No.1 fwd to end of last hatch aft, and 


z z 
D> DD $D DE BD DD 
2 op ne ea) jz 


p> pvp €D DD DD DD 
z z z 
<0 vv ve Da 2E 


Zz 
> 


ee) 
z 
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VVV Grain capacity (cubic metres) of each R NA 
hold 


R_ = Information requested. 
NA = Information not requested because not applicable to vessel's type. 

NOTES: 

* Colombian local time 5 hours slow compared with GMT. 

** Maximum segregated ballast possible provided maximum draft does 
not exceed 9.0 m., the propeller is acceptably immersed and the trim 
does not exceed 6 ft. by the stern. Ballast tanks used to comply with 
draft requirements must be completely full or empty, so loading can 
commence as soon as draft readings are completed. 

The boarding pilot will usually be accompanied by a draft surveyor 
Masters are requested to provide a ship's officer or other qualified 
representative so that tank soundings, as part of the draft survey, 
can commence during the vessel's transit to the loading berth. 

Lack of compliance with any of the above requirements may result 
in unnecessary delays in acceptance of the vessel to load. Serious 
misrepresentations could result in non-acceptance of the vessel. 

The Master should be aware of government regulations on port 
operations (Res. 1429 15 Nov 89-Dimar) before arrival. If not, he 
should consult with his agent to ensure his vessel's compliance. 

Normal port handling rate for coal is average 3,000 — 4,000 tonnes 
hour reaching peaks of 10,000 tonnes/hour. 

VHF: VHF Radio Channels 14 and 16; call “Puerto Bolivar Marine” for 
anchoring or berthing instructions. Normal marine communications wil 
be available. 
TUGS: 34,000 h.p. and 13,000 h.p. to be located at the port. The 
use of tugs both entering and leaving is mandatory. Tugs will be utilised 
as deemed necessary by the Pilot. Tugs will normally be made fast prio’ 
to entering the channel for inbound ships. Tugs will utilise their own lines 
but ships should have crew standing-by with heaving and messengeé! 
lines to be used as directed by the Pilot. 

BERTHING: Cerrejon Coal Terminal: The single coal berth is 

operation 24 hours daily, year round, except December 31st (1200 hrs.) 

till January 6th (0600 hrs.). The berth has 3 breasting dolphins and /s 

designed for a maximum ship size of 150,000 d.w.t., 300 m. LOA 

45 m. beam, and 17 m. draft. 

Oversize vessels will be considered on an individual basic and wil 
require special approval by Port Authorities and Port Operator prior 0 
acceptance. 

Access to the Port is via a dredged lighted buoy channel approximately 
3.5 km. (1.9 miles) long and 225 m. (738 ft.) wide on a 327° — 147° tne 
heading. The principal coal loading berth is located on the West side o 
the bay. 

An additional pier designed for other commodities may be utilised fo 
coal loading. Length of pier 280 m. Max. draft permissible 9.8 m. Tankers 
berth on East side and general cargo vessels on the West side. 


atter embarking the Pilot, vessel proceeds down the main ship 
channel past the coal loading pier. During transit and mooring tugs are 
ysed depending on vessels size. Vessel continues into turning basin 
where she is completely stopped and turned, to berth port side to. 
Smaller ships using the commodities pier may or may not be turned 

to berthing. 

Vessels will normally load on a first come, first served basis. 

Ships to load must arrive with clean ballast carried in segregated 
pallast tanks, with holds swept clean and, in the case of ore-oil or OBO 
vessels gas free. 

At Pilot's discretion and with approval of Port Operator a vessel may 
be requested to ballast a cargo hold for manoeuvring and berthing 


ses. 
The maximum distance between the bottom of the shiploader spout 
and MLW is 23 m. The average tide is 0.35 m. 
Mooring Line Arrangements: The number of lines or wires will depend 
on the d.w.t. and/or displacement of the vessel. In general, vessels will 
utilise head, stern and spring lines. The leads for the head and stern 
ines are almost perpendicular to the ship's side. 
The number of lines and specific mooring arrangement will vary from 
ship to ship and will be reviewed by Pilot and Master, prior to mooring. 
hould a vessel have insufficient or poor quality mooring ropes or 
wires to safely keep her properly berthed, the terminal will provide same 
as necessary. This determination will be made by the Pilot prior to 
perthing or by the loading supervisor after the ship is alongside. Charges 
will be assessed against the vessel for these services. 
BULK HANDLING FACILITIES: Railroad: The 150 km. mine to port 
railroad is dedicated to handling Cerrejon coal. 
Stockpile: Maximum storage is 1.7 million metric tons (tonnes), live 
storage is 1 million tonnes. 
Weights: Will be determined by draft survey. 
Sampling: The Ramsey automatic sampler operates according to ASTM 
standards. 
Analysis: ASTM standards are applied. 
Shiploader: One line loader can handle up to 10,000 tonnes/p.h. 
Trimming: Spout trimmed. 
Also see “General”. 
MEDICAL: First aid treatment is available, but not on a routine basis. 
Extreme emergencies must be handled at Barranquilla. 
FRESH WATER: Not available. 
FUEL: Not available. Nearest bunkering ports are Cartagena, Aruba 
and Curacao. 
CONSULS: Located at: 


Barranquilla: 
Austria Finland Norway 
Belgium France Panama 
Bolivia Germany Peru 
Brazil Greece Portugal 
Chile Guatemala Spain 
Costa Rica Haiti Sweden 
Denmark Honduras Switzerland 
Dominican Republic _ Italy Syrian Arab Republic 
Ecuador Jordan United Kingdom 
Egypt Mexico U.S.A. 
El Salvador Netherlands 

Cartagena: 
Belgium Finland Nicaragua 
Bolivia France Norway 
Chile Germany Panama 
Costa Rica Guatemala Peru 
Denmark Honduras Spain 
Dominican Republic _ Italy Sweden 
Ecuador Mexico Venezuela 

Santa Marta: 
Costa Rica Guatemala Panama 
Ecuador Netherlands Peru 
Finland Norway Sweden 
France 


REPAIRS: No facilities for major repairs. Also see “General”. 

SURVEYORS: Exclusive surveyors for A.B.S. and Lloyds’ are located 

at principal Colombian ports. These surveyors may or may not also act 

as non-exclusive surveyors for other classification societies. 
Masters should be reminded that sufficient advance notice (at least 

a hours) should be given when requesting classification society 
rvices. 

OPENING/CLOSING HATCHES: All hatches must be open in order to 

permit hold inspection before entering Puerto Bolivar Channel. 

REPATRIATION: Because of the port's remoteness, it is suggested that 

Seamen neither join or leave at Puerto Bolivar. 

AIRPORT: The nearest international airport is at Barranquilla (326 km.). 

TIME: Local time is GMT minus 5 hours. 

GARBAGE DISPOSAL: Not available. 

WASTE OIL DISPOSAL: Available only via tanker truck. Any 

interruption to loading will be for vessel's account, and will be additional 

‘0 truck charges which are under review at present. Service should be 

arranged through = age 

SEAMAN’S CLUBS: None at present. Shore leave not permitted. 

CURRENCY: Colombian Pesos. U.S.$1.00 = Pesos 820.91 (18.3.94). 

GENERAL: Port charges available upon Master's and/or Agent's 

request. Charges will be made for pilotage and tug service. Full agency 

Service will be provided through a licensed Colombian Agent of Owner's 

and/or Charterer’s choice. 

Publications: 

N.O. Chart No. 24460. 
B.A. Chart No. 1529, 1966. 
Colombian Chart No. 228. 

w Sailing Direction No. 144 (U.S.) and Coast Pilot No. 7A (British). 
Sather: Puerto Bolivar is generally outside the hurricane belt. 
Tevailing winds are from the North East. In the area of the Port, winds 

May gust to 35 — 40 knots. 


COLOMBIA 


Months of high winds are December to March and July and August. 
Dry season is from November to May. The wet season is from May to 
November. This is in general for this area. At Puerto Bolivar, rain is 
infrequent. 

Stores: Very limited amounts of stores of an emergency nature only will 
be available and can be expected to be expensive due to the remote 
location. Request must be advised with the first ETA and availability still 
cannot be guaranteed. 

Bonded Stores: No bonded stores are available. 

Navigational Publications and Charts: Navigational charts and/or 
publications are available on a very limited basis with prior radio request 
through the Agent (See “Publicatons’’). 

Mail: Mail may be sent and received through vessel's local Agent. 
Owners should be advised that as all mail must be channelled through 
Barranquilla or Cartagena Agents, addresses in those respective cities 
should be used as no mail is received at Puerto Bolivar at this time. 
Laundry: No laundry services are available at this time. 
Transportation: As Puerto Bolivar is in a remote location it is suggested 
that crew members neither join nor be repatriated from Puerto Bolivar. 
However, should it be deemed necessary that this be done, the Agent 
can arrange same. As the closest international airport is in Barranquilla, 
approximately 326km. away, the cost will be significant. Air 
transportation out of Barranquilla is not on a daily basis to all world 
points and costly delays could possibly be encountered. 

Gangway: Terminal will normally provide gangway, ship's crew will be 
responsible for it's mooring and safety. If necessary, vessels will utilise 
their own gangway or accommodation ladder. 

Emergency Towing Wires: Vessels while alongside piers shall have fire 
wires to enable the vessel to be towed from the pier should it become 
necessary. These fire wires will consist of at least 2 wires, one forward 
and one aft, hanging from the vessel on the outboard side. They shall 
be made fast on deck and small hang approximately 6 ft. from the water's 
edge when the vessel is in a light condition. They shall consist of wire 
of a diameter in proportion to the size of the vessel, however, the 
minimum acceptable fire warp shall be 1 in. wire. Each wire will have 
an eye at the end hanging over the water. 

Notice of Readiness: Notice of Readiness shall be submitted by Master 
and will be accepted by the Loading Supervisor at such time when vessel 
has arrived at the loading port, is ready to load, and in Free Pratique 
whether at berth or not. 

Cleanliness of Holds: All holds will be inspected prior to entering Puerto 
Bolivar Channel, by the Pilot. 

Emergency Shutdown: |f an emergency should occur making it 
necessary to immediately stop loading operations, the ship shall sound 
short blasts in groups of five blasts on the ship's whistle and immediately 
contact Puerto Bolivar Marine Operations on VHF Channel 14 or 16. 
Ballast: The maximum ballasted draft for vessels entering Puerto Bolivar 
is 9.0m. All ballast must be clean and carried in segregated ballast 
tanks. It is prohibited to pump any ballast overboard other than that 
which has been carried in designated ballast tanks and is clean. Vessels 
arriving at Puerto Bolivar should have all cargo holds clean and ready 
to receive cargo. Should ballast have been carried in the holds, it would 
be necessary for this hold to be cleaned and dried prior to entering port. 

Prior to entering port the Pilot will inspect the vessel and may or may 
not request more segregated ballast to be pumped out or additional 
ballast be added to certain segregated ballast tanks should the trim of 
the vessel so require. Vessels down by the head or according to their 
size, trimmed excessively by the stern thus making their manoeuvrability 
unacceptable will not be allowed to enter port. 

Trim: The terminal shall co-operate in every possible way with the ship 
to obtain the required trim. Masters are reminded that the responsibility 
to trim their vessel for sailing draft shall be their responsibility and the 
terminal shall load the vessel based on information submitted by the 
ship's Master. 

Customs and Immigration: Puerto Bolivar is a Port of Entry and 
Colombian Government Customs and Immigration officials will board 
vessel either at anchor or when made fast alongside the pier. All 
formalities and necessary documents should be made available to them 
at this time. Masters are advised that they are expected to extend the 
usual common courtesies to visiting officials. However, gratuities in the 
form of liquor or cigarettes are neither necessary nor expected. 
Swimming and Fishing: Swimming in the harbour is prohibited, either 
from the ship, pier or shore. - 

Fishing over the side or from the pier is also prohibited. 

Firearms and Ammunition: The display, carrying or discharge of firearms 
is prohibited on board or within the port area. 

Drugs and Alcohol: The purchase or sale of drugs is illegal and is strictly 
prohibited. Violation of this law may result in fines and/or imprisonment. 

The sale of alcohol by ship's crew is also prohibited. 

Fire Signal: Fire on board shall be indicated in the same manner as 
emergency shutdown — short blasts in groups of 5 on the ship's whistle 
for at least 1 minute or until acknowledged by shore side marine 
operations. Advice of fire should also be given by VHF on Channel 12 
or 16. 

Fire Fighting Procedures: Vessels while alongside or at anchor have 
the responsibility for fire fighting aboard their own vessels. Upon request, 
the terminal operator may join in fighting a shipboard fire by utilising the 
tug boat water/foam fire fighting capabilities. 

INTERCOR reserves the right to fight fires and take other action as 

deemed necessary, even if not requested, including removal of the 
vessel from her berth to anchorage if it appears that the fire is a threat 
to the terminal. 
Loading Supervisor: The Loading Supervisor shall be in charge of all 
cargo operations and in conjunction with the vessel’s Chief Officer shall 
control the vessel's loading operation. Prior to commencement of 
loading, planned loading procedure and hatch sequence will be agreed 
upon between the Loading Supervisor and the Chief Officer. Prior to 
arrival, the Chief Officer should be requested to have drawn up a 
proposed loading plan for review. 
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Loading Rate: Normal loading rate is 10,000 t.p.h. Vessels must be able 
to discharge all ballast in time so as not to impede loading. Should a 
cargo loading shutdown be necessary because of vessel's inability to 
discharge her ballast in time to prevent exceeding her permissible draft, 
all time lost will be for vessel owner's account. 

Overload Drafts: Prior to loading, the full amount of cargo to be loaded 
should be determined between the Chief Officer and the Loading 
Supervisor. Masters are advised that they are responsible for obeying 
all laws pertaining to International Load Lines and shall be held solely 
responsible for any overloading on their part. When topping off, the 
terminal shall in every way co-operate with the ship to assist in attaining 
their legal draft within Puerto Bolivar constraints. Should erroneous 
information be given to the terminal and should the vessel for some 
reason be overloaded, the costs of discharging any cargo shall be for 
the account of the vessel's Owners. 

Repairs: Only repairs of a very minor nature can be effected at Puerto 
Bolivar. These must be proven to be of an emergency nature and 
necessary for the pursuit of the voyage. While every effort will be given 
to assist vessels in any way possible, Masters must keep in mind that 
no shore side facilities are available. 


SHIPMASTER’S REPORT: August 1986 (Updated 1994). 

Vessel: 107,000 d.w.t. 

Location: Puerto Bolivar is situated at the entrance to the Bay of Bahia 
Portete approximately 350 km. N.E. of Barranquilla. The port is the outlet 
for coal mined at Cerrejon 150 km. away, the coal is transported from 
the mine by train. 

Organisation: Marketing is handied by either of the two partners, Intercor 
or Carbocol, on a 7 day on 7 day off basis. The terminal is self sufficient 
in all services, electricity, fresh water, maintenance, etc. 

Product: 

Bituminous steam coal from El Cerrejon. 

Density +0.8 to 1.0 tonnes/cu.m. 

Stowage factor is given as 41/42 cu.ft./ton but as a practical guide we 

stowed at 41.5 cu.ft./tonne. 

All cargo weights used are tonnes. 

Particle size loaded: Max. 50 mm. 

No methane gas is emitted from coal. 

No history of spontaneous combustion. No _ ventilation is 

recommended, holds being kept sealed whilst under way. 

Moisture content: 11.5%. 

Maximum size of vessel: The largest ship to visit the port to date is 
150,000 d.w.t. which is the maximum allowed at this time. Max. allowed 
sailing draft is 17 m., max. LOA 300 m. and max. beam 45 m. 
Approach: No Radio Pratique is granted. 

Two hours before arrival contact “Puerto Bolivar Marine” on VHF 
Channel 16 for berthing/anchoring instructions. 

All vessels are allowed to berth 24 hours daily. 

Channel Buoy No. 1 is fitted with racon (morse ‘M’). (Also see 
“Shipmaster’s Report” — September 1986). 

Charts: Colombian chart COL. 228 issued by the Colombian 
Government and the United States Hydrographic Department. This chart 
is available from the Port Captain's Office at Puerto Bolivar. There is 
also a small chartlet issued by Intercor. 

Anchorage: The anchorage is very exposed. Recommended anchorage 
is 3.5 nautical miles N.W. of Buoy No. 2 in 170 ft. of water. The prevailing 
winds are N.E. 25 to 35 knots. The prevailing current is S.W. going at 
a rate of 1 knot to 2 knots. We anchored with 8 shackles in the water 
and yawed between N.N.E. and East. 

Pilot: The Pilots board from a tug in position 2.5 nautical miles N.W. of 
Channel Buoy No. 2. The Draft Surveyor also boards with the Pilots. 

The pilot ladder was rigged on the starboard side 2.0 m. from the 
water. The Pilot carries out an inspection of the holds and issues a Hold 
Inspection Certificate if the holds are found dry and clean without mineral 
residues. Ballast holds are inspected after the vessel is alongside. 

The Pilot will not berth the vessel if the wind exceeds 35 knots. 
Draft Surveyor: The Bill of Lading weight is determined by draft survey 
carried out by independent Surveyor. The Surveyor determines the net 
lightweight of the vessel prior to loading then completes his survey on 
completion. 

A Weight Certificate and Survey Report is provided for the ship. 
Tugs: All 4 tugs make fast on the starboard side of the vessel using 
pl! oe) lines. 3 tugs make fast before the vessel enters the approach 
channel. 

Channel: Well buoyed. Length of channe! 4 km. Width 225 m. and depth 
19 m. Maximum draft allowed 17.0 m. 
Turning Basin: Width 600 m., depth 11.0 m. Max. allowable draft 9.0 m. 

Masters should ensure that propeller is acceptably immersed, 
according to minimum acceptable drafts for manoeuvring in Puerto 
Bolivar (see “Max. Size”). 

Ba are turned to port before berthing port side to the loading 
rth. 
Coal Loading Berth: Maximum air draft allowed 21.0 m. 

The Coal Berth operates throughout 24 hours. 

The vessel berths against 3 large patent fenders with mooring lines 
aoa made fast to quick release bollards using shore capstans to heave 
the lines. 

Springs are made fast first, then breast lines, then head/stern lines. 

Shore gangway is usually rigged by shore gang. Once the gangway 
is secured on board, its safety and care is the ship's responsibility. 

Three stacker/reclaimers now in operation. Exceptional case, loading 
rate usually between 6,000 t.p.h. - 10,000 t.p.h. 

Most of the coal was loaded directly onto the conveyor belt from the 
train cars giving a maximum load rate of 6,000 tonnes/p.h. 

At the present time 3 trains run from the mine every day. Each train 
lifts 10,000 tonnes of coal. The balance of the coal was loaded from the 
stock pile. 

The stockpile can store a maximum of 1.7 million tonnes. 

The loader stops work if wind exceeds 35 knots. 
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Officials on Arrival: 1 Port Captain, 3 Customs Officers, 1 Port Heas 
Official, 2 Agents. 
No Immigration Officials as shore leave is not allowed. 
Arrival Forms: 6 Crew Lists, 1 Maritime Health Certificate, 2 Bondy 
ro Lists, 2 Ship's Stores Lists, 2 Crew Effects Lists, 2 Vaccinatig 
ists. 
Certificates Required by Port Captain Prior to Clearance: Ship, 
Register, Clearance from Last Port, Derat Certificate, International 9 
Pollution Certificate, Load Line Certificate, Safety Radio Certificay 
Safety Equipment Certificate. 
Shore Leave: Not allowed. 
Repatriation: Not recommended due to the remoteness of the port. 
Fresh Water: Not available. 
Bunkers: Not available. 
Ship Repairs: No facilities. 
Chandler and Provisions: None available. 
Medical: First Aid treatment is available only in emergency. Extrem 
cases must be flown to Barranquilla. 
Time: Local time is GMT minus 5 hours. 
Security: Watertight as no unauthorised persons are allowed on boar 
and no shore leave is allowed. 


SHIPMASTER’S REPORT: August 1986 (Updated 1994). 

Vessel: 72,000 d.w.t. LOA 230m. Sailing Draft: Forward 12.78» 
Aft 12.80 m. 

ETA: Master to give 14, 10, 5, 4, 3, 2 and 1 days ETA to INTERCOs 
Barranquilla, INTERCOR Puerto Bolivar and ship's Agent. 

Arrival: Pilots and tugs meet ships about 2 nautical miles N.W. off Bug 
No. 1. Two tugs making fast with tug’s ropes assist ship through th: 
dredged channel. Having passed the loading pier, the ship is stopped 
and the 2 tugs swing the ship assisted by 1 or 2 more tugs as appropriate 
Vessels always berth port side alongside. This vessel (230 m. LOA 
used 2 lines, 2 breasts and 2 springs each end. 

After Pilot came on board, Master and Pilot exchanged informatio 
regarding ship's particulars and berthing procedure, etc. 

A Vessel Inspection Report/Pre-Berthing delivered by Pilot and to te 
filled in before entering port. Puerto Bolivar Safety Regulations an 
Safety Check List also delivered. 

Various regulations received from Agents by telex. The essence ¢ 
the regulations is that the loading facility is very effective, and ships 
officers are not allowed to stop loading for making draft surveys, etc. 4 
stop can only be done once, and it should be for trimming purposes 
The importance of having calculated a fixed and reliable loading rotatior 
should be emphasised. 

Approaches to Puerto Bolivar: Colombian Chart Col. 228 is availabe 
from the Port Captain's Office at Puerto Bolivar. 

Anchorage: The anchorage is about 2 nautical miles N.W. of Oute 
Channel buoys, holding ground found to be good. 

Ballast: \t is recommended to have the ship well ballasted when passing 
through the dredged channel when current and wind are abeam of the 
ship. 

Crew Changes: Crew change is difficult but possible. One crew membe 
joined the ship and one was repatriated. They were transported from 
and to Barranquilla by car — a journey of about 6 hours. 

VHF: Puerto Bolivar Marine (Port Control) and Agents listen on VHF 
Channel 16 around the clock, working on Channel 14. 

Tugs: All 4 tugs are under Colombian flag and owned by the Por 
Operator. 

Survey: A surveyor from SGS Colombia S.A. (Societe Generale & 
Surveillance S.A.) carries out draft survey on arrival and departure an 
issued certificates. Bills of Lading are issued on basis of draft survey. 
Supplies: No people live in the port and surrounding area. All workers 
work for 4 days and then go home for 4 days. No shops or markets 0 
ship's chandlers available. All necessary supplies have to come from 
Barranquilla which is costly and difficult. However, in the port area there 
is a small supermarket, where shore personnel can buy their daily needs 
It may be possible for Agents to supply a very limited amount of fres* 
fruit and a few kilos of coffee. 

Port: Port found to be very safe in spite of the wind constantly blowing 
against the pier with wind forces up to 40 knots. There was no swell 
all, but very choppy sea made it difficult to read ship's draft. 


SHIPMASTER’S REPORT: September 1986 (Updated 1990). 
Vessel: 117,600 d.w.t. 
Navigation: Buoy No. 1 (position Lat. 12°17'31"N., Lom 
71° 58’ 48” W.) in the Harbour Approach Channel has been fitted wi? 
Racon and bell. 

No light exists on Point Coco. 

Pilot boards about 2 nautical miles W.N.W. of Buoy No. 1. 
Tugs: 4 good tugs work in this harbour. 
General: Cargo holds are inspected by the Pilot while at anchor, andé 
Certificate of Cleanliness is issued if the holds are found acceptable. 

Used St. Lys Radio (FFL) when in the Atlantic and when in th 
Carribean used Barranquilla Radio (HKB). All cables received at Agen 
main office in Bogota without delay. 

Messages regarding ETA should also be cabled direct to Po 
Authorities in Puerto Bolivar, care of “INTERCOR Puerto Bolivar’. 
Shore Leave: Not permitted. 


SHIPMASTER’S REPORT: January 1991 (Updated 1994). 
ETA Message: See “Radio”. 

If the vessel does not send this message at least 72 hours befo® 
arrival the port operator can refuse to permit start of loading operatio® 
until the Master conforms with the regulations requested by the uperald’ 

Information must be given by the Master to INTERCOR and the ship 
agent with first ETA telex, at least 72 hours prior to arrival at Pue® 
Bolivar. 

Ballast: Vessel should arrive with maximum segregated ballast suv 
that maximum draft does not exceed 9 m., the propeller is accepad! 
immersed and trim does not exceed 6 ft. by stern. Ballast tanks us® 


to comply with draft requirements must be completely full or empty so 
that loading can commence as soon as draft readings are completed. 
The boarding Pilot will usually be accompanied by a draft surveyor. 
ers are requested to provide a ship's officer or other qualified 
sentative to enable tank soundings and part of the draft survey to 
be completed during the vessel's transit so as to avoid unnecessary 
delay in acceptance of the vessel to load. ; 
The Master should be aware of government regulations on Port 
ations (Res. 1429 15 Nov-DIMAR) before arrival. If not, he should 
consult with his agent to ensure his vessel's compliance. 
Loading: The shippers loading procedures allow a maximum of 2 
rotations per hold. One stoppage of a maximum of 45 minutes is 
permitted for a draft check with additional stoppages being for the 
vessel's account. Trimming is restricted to 3 holds after draft check to 
obtain vessel's sailing draft. 
Maximum quantity for final pour in any hold is 100 tonnes. 
Any delay caused by vessel during loading operation will be charged 
by the shippers at U.S. $1,500 per hour. 
In an emergency the belt can be stopped immediately. 
Chart) New U.S.A.-DMA Chart No. 24469 has been published 
(Approaches to Bahia de Portete, Puerto Bolivar Approach Channel). 


AUTHORITY: Capitania de Puerto - Puerto Bolivar, International 
Colombia Resources Corporation, A.A.(P.O.Box) 52499, Barranquilla, 
Colombia. Tel: (958) 562131. Telex: 31251. FAX: 562131, Extn. 6401. 
Contact: Steve C. Catton, Port Operations Superintendent, or Juan 
Alvarez (Marine Operations, Puerto Bolivar). 


SANTA MARTA (Including Puerto Prodeco): 
11.15 N. 74.14 W. 


DOCUMENTS: 
For the Port Captain: 

1 Clearance from Last Port. 

1 Voyage Report. 

1 Crew List. 

1 List of Passengers for Santa Marta. 

1 List of Passengers in transit. 

1 List of Provisions. 

For Port Health Authority: 

Derat Certificate. 

Maritime Health Declaration. 

Crew List with dates of vaccination. 

List of Passengers for Santa Marta. 

List of Passengers in Transit. 

For Customs: 

3 Cargo Manifests. 

3 Crew Lists. 

3 Lists of Passengers for Santa Marta. 

3 Lists of Passengers in Transit. 

3 Lists of Crew Personal Effects. 

3 Lists of Provisions. 

3 Mail Lists. 

For Agencies: 

1 Voyage Report. 

6 Crew Lists. 

6 Lists of Passengers for Santa Marta. 

6 Lists of Passengers in Transit. 

6 Crew Personal Effects Lists. 

2 Lists of Mail for the port. 

4 Cargo Manifests. 

4 Bills of Lading. 

2 Cargo Stowage Plans. 

PILOTAGE: Pilot boarding station: Lat. 11°14'44”"N., Long. 
74° 13' 58" W. Information regarding ETA should be relayed to Agent, 
et waee Port Authority. Pilotage compulsory for all vessels over 
rae 

ANCHORAGES: When it is not possible to come alongside a berth 
immediately, the vessel may anchor within the area included within the 
following coordinates. 

Lat. 11° 14’ 45” N., Long. 74° 13’ 15” W. 

Lat. 11° 14’ 45” N., Long. 74° 14’ 00” W. 

Lat. 11° 14’ 15” N., Long. 74° 13’ 25” W. 

Lat. 11° 14’ 15” N., Long. 74° 14’ 00” W. 

Seabed is rocky and sandy, with depths about 120 ft. 

Vessels should anchor in the lee of the Morro Grande and Morro 
Paqueno (large and small headlands), particularly during the months of 

mber to March, when there is a strong N.E. wind. 
ee RICTIONS: None. Good visibility throughout year. Difference in 
negligible. 
MAX. SIZE: 730 ft. length, 40 ft. draft. No limit to beam. Oil carriers: 
Refer to Pozos Colorados. 
PRATIQUE: Pratique granted by Port Captain who visits vessel 
immediately on arrival. Doctor also attends on this visit. 

DIO: Barranquilla Radio or Cartagena Radio; radio stations 
messages relayed by telex to Sta. Marta. Ship's Agents use same 
System. Terminal Office may be contacted on radiotelephone, 2738 kHz. 

3: Join vessels just before entrance to inner harbour; they may use 
+ lines or vessels lines. 
CRANES: 5x10 ton — 30 ton mobile cranes and 2 cranes 90 tons and 

00 tons on rails. 1x42 ton Kalmar crane available. 


(See Plan) 


COLOMBIA 


BERTHING: 
Quay Length Minimum Depth 
No. 1 175 m. 38 ft. 
No. 2 145 m. 33 ft 
No. 3 232 m. 45 ft 
No. 4 153 m. 40 ft 
No. 5 153 m. 60 ft. 
No. 6 100 ft. 15 ft. 


Facilities exist for container traffic. 30,000 tons silo for grain storage 
and discharge facilities for up to 5,000 tons per day. 
BULK HANDLING FACILITIES: Puerto Prodeco: 

Location: Lat. 11° 09’ N., Long. 74° 13’ W. 

Depth: 18.0 m. 

Loading: At anchorage 1 mile — 2 miles offshore. 
Working: 24 hours a day, 7 days a week. 
Facilities: 4x 1,500 d.w.t. barges for carrying coal. 

Barges loaded at pier at a rate of 8,000 tonnes per day. 
STEVEDORES: ETA to be given 72 and 24 hours before arrival, 
indicating number of gangs required. Unloading rate of general 
merchandise 10 t.p.h., and homogeneous cargoes around 15/20 tons. 
Working Hours: First shift: Monday to Saturday and holidays, from 0800 
to 1200 hrs. and 1400 to 1800 hrs. Second shift: Monday to Friday, from 
1800 to 0200 hrs. 

MEDICAL: Advance notice required whenever special medical attention 
needed on arrival; hospital available. 

TANKERS: See “Pozos Colorados”. 

DENSITY: 1025. 

FRESH WATER: Available alongside docks: delivery (approx.) 10 t.p.h. 
FUEL: Not available. 


CONSULS: 
Costa Rica Guatemala Panama 
Ecuador Italy Peru 
Finland Netherlands Sweden 
France Norway 


REPAIRS: Only minor welding. 
GANGWAY/DECK WATCHMEN: Deck watchmen supplied by Agent. 
OPENING/CLOSING HATCHES: By special gang ordered by Agent. 
CERTIFICATES: (These only need to be shown) 

Registration Certificate. 

Load Line Certificate. 

Classification Certificate. 

Safety Equipment Certificate. 

Radiotelegraphy Safety Certificate. 

Construction Certificate. 

Cargo Handling Equipment Safety Certificate. 

Oil Pollution Certificate. 
CUSTOMS ALLOWANCES: (Tobacco), 2 cartons of cigarettes per man. 
All other tobacco will be sealed by Customs. (Wine and/or Spirits), 
1 open bottle of liquor permitted per crew member. All other spirits will be 
sealed by Customs. 
REPATRIATION: Facilities available. 
AIRPORT: 19 miles from town. 
TIME: 75th Meridian time, Eastern standard time. GMT minus 5 hours. 
HOLIDAYS: New Year (January 1st); Church Holiday (April 12th); 
Labour Day (May 1st); Local Holiday (July 29th); Church Holiday 
(December 24th); Christmas Day (December 25th); Church Holiday 
(December 31st). No work on New Year's Day, Labour Day, Local 
Holidays, Christmas Day. Work until 1600 on other holidays. 
POLICE/AMBULANCE/FIRE: Police, Tel: 6079; Ambulance, Tel: 3116 
— 5555; Fire, Tel: 6091 — 4545 — 6055. 
SHORE LEAVE: Granted after quarantine cleared. 
pred plat rbletiy CARDS: Given by Port Captain once quarantine is 
cleared. 
DELAYS: Up to 12/14 hours because of shortage of docking space. 
AUTHORITY: Captain Jaime Sanchez, General Manager. Captain 
Jaime Gaviria, Port Captain. 


TUMACO: 01.49 N. 78.45 W. 


DOCUMENTS: 

5 Crew Lists. 

5 Stores Lists. 

5 Passenger Lists (local, in transit, or negative). 

1 Sanitation Declaration. 

12 Complete sets Manifests. 

3 Mail Certificates (when not included in Manifest). 
PILOTAGE: Compulsory. Entrance to the port can only be made during 
the day by vessels with a max. draft of 19 ft. — 20 ft., due to the bar 
between Buoy Nos. 2 and 3. 

For the Tumaco Terminal vessels are boarded by the Pilot in position 

Lat. 01° 53’ 00” N., Long. 78° 48’ 35” W. 
ANCHORAGE: Sufficient area available in depths of 25 ft. to 35 ft. 
RESTRICTIONS: Entrance channel depth 20 ft. Height of tide varies 
from 8 ft. to 12 ft. 
HEALTH: On arrival, port doctor boards vessel to inspect crew Yellow 
Fever Certificates, also Derat Certificate. If any crew members 
suspected suffering contagious disease Master to radio prior arrival 
advising Agents accordingly. Port Doctor visits vessel even if previous 
port was in Colombia. 
RADIO: Ships must communicate with the Texaco Head Office in 
Bogota, who will then inform the Terminal. The Terminal can be reached 
using VHF Channel 16 at a range of up to 30 miles. 
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BERTHING: Wharf is 310m. long. Depth alongside averages 22 ft. 
Berthing for two vessels of 4,000 — 5,000 tons. 1x5 ton and 1x10 ton 
crane available. 

STEVEDORES: Stevedores work continuously with breaks at 1200- 
1400 hrs. and 1800-2000 hrs. 

TANKERS: Empresa Colombiana de Petroleos: Vessels moor to 7 
buoys, using both anchors. Ship's Head 255°T. 

Manifold connections are 12 in., although 10 in. and 8 in. reducers are 
available. Hoses are connected on the starboard side. 

The Mooring Master will remain on board throughout, and 
accommodation must be provided. 

Location: Lat. 01° 50’ 25” N., Long. 78° 49’ 49” W. 
Tidal Conditions: Range of tide: 12 ft. Currents: 2 knots. 

Controlled depth in the proximity of the mooring is 110 ft. of MLT. 
Maximum Size of Vessels: Deadweight: 80,000 tons. Overall Length: 
1,200 ft. Draft 90 ft. 

Class of Cargo and Pumping Rate: Crude. Maximum rate of pumping 
30,000 bbis.p.h. 

Ballast and Bunkering Facilities: There are no ballast facilities. No 
bunkers or water available. 

Additional Information: 

1. The discharge of dirty ballast is prohibited in Tumaco. 

2. Berthing can only be carried out during daylight hours and on the 

rising tide. 

3. Tankers can sail at night. 

4. Customs documents are required for berthing. 

5. Medical services available. 

FRESH WATER: Available from wharf. 

FUEL: Supplied by Esso Colombia, by barge. 

CARGO GEAR: Terminal owns 3 cranes of 5 to 15 tons capacity. 
AIRPORT: Suitable for DC.4 type aircraft, situated 4 km. from port. 
DEVELOPMENTS: Programme for he err wa J the port to 33 ft. at HW. 
AUTHORITY: Empresa Puertos de Colombia, Tumaco, Colombia. 
Contact: Vicente Marines Valencia, Manager. 


TURBO: 08.06 N. 76.43 W. 


ANCHORAGES: Anchorage 2.5 to 3 miles off mouth of Leon River, 
used for loading bananas from barges. 

CLEARANCE: Vessel must first proceed to Punta las Vacas for official 
visit of Port Authorities to obtain clearance. 

MOORING: With sea and wind from the North, loading operations are 
not possible unless vessel employs the “Baltic Moor”. 

On arrival at the Leon River Anchorage, vessels should let go a couple 
of shackles. After that, a 3 in. to 3.5 in. wire (or mooring line) is passed 
from the after leads on the poop, along the ship's side, outside and clear 
6 SSEOD: This wire is to be shackled to a number three chain 
shackle. 

By heaving in the wire and slacking the chain as required (about a 
60° angle) vessel will give the necessary shelter to banana barges, for 
normal cargo operations. 

GENERAL: Drug smuggling, pirate attacks and stowaways are a 
problem at the port. 


SHIPMASTER’S REPORT: 1976. Chart used No. 24515 (American). 

Vessels ordered to Turbo first proceed for clearance off Turbo town 
and anchor in position about 1 mile West of Pta. las Vacas Lighthouse 
(Lat. 08° 04’ N., Long. 76° 45’ W.). The lighthouse, which is situated on 
the Southern end of Pta. las Vacas is not readily identifiable from the 
N.W. until within about 2 miles and the light is reported to be poor. The 
chart in the area of Pta. Turbo, about 4 miles Northward of Pta. las 
Vacas, does not correspond to the radar picture presented, and therefore 
a berth of at least 2 miles is recommended. 

After clearance by Port Authorities at Turbo vessels should proceed 
to Pinchindi, about 7 miles W.S.W. of Pta. las Vacas, for loading during 
the period December to May. It is reported that during the season May 
to December vessels load off the mouth of the Rio Leon, about 7.5 miles 
S.S.E. of Pta. las Vacas. Approaches to this berth apparently pose no 
problems and the loading position is reported to be close to a buoy off 
the river mouth, the position of which could not be confirmed. 

There is no Pilot available at Turbo. 

Vessels loading at Pinchindi should steer to pass about 1.5 to 2 miles 
S.E. of Boca Pinchindi. When the black buoy, FI. 3 sec. (marked on 
chart No. 24515) bears about 335°(T), but not less than 315°(T) course 
should be altered to bring the buoy right ahead and anchorage should 
be taken up as convenient on this bearing. The black buoy referred to 
above is very difficult to pick up against the land, and in February 1976 
was extinguished. There are two mooring buoys to the Eastward of the 
black flashing buoy. These are unlighted and not marked on the chart. 
Positions of these mooring buoys are as follows, bearings and distances 
from the black FI. 3 sec. buoy: BWVS_ 83.5°(T)x380m. R 
99.5° (T)x760 m. These mooring buoys are more readily identifiable 
from the offing than the Fl. 3 sec. buoy, particularly the red one, which 
is painted in “International Orange”. However it should be borne in mind 
that this buoy may have just received a new coat of undercoat at the 
time this report was written. The red buoy may be seen over the land 
which lies on the Eastern side of the anchorage before course is altered 
for the final approach. Vessels of draft up to 25 ft. may anchor up to 
within about 300 m. of the FI. 3 sec. buoy in about 22 m. of water. 

As the wind strengthens during the afternoon to about force 5/6 from 
between N. and N.E., and due to the proximity of other vessels in the 
anchorage, it was considered advisable to use two anchors; the vessel 
in fact used port anchor with 4 shackles on deck and starboard anchor 
underfoot. This prevented the vessel from yawing more than a maximum 
of about 15°, while other vessels moored with only one anchor were 
observed to be yawing considerably more during the afternoon breeze. 
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Winds, during the period while the vessel was at Turbo (February 24 
were predominately from North to N.E. and no significant currents wey 
observed in the anchorage described above. 

Caution is advised while navigating in this anchorage at night, » 
vessels loading logs often have large unlighted timber rafts alongside 
It should also be borne in mind that tugs, lighters and launches are ofte, 
unlighted, and radar echoes from these might easily be mistaken fy 
those of the buoys. While the radar echoes of the land in this anchorag: 
are quite clear, they do not in any way correspond with the chart. 

No opportunity presented itself for checking soundings, however, 
the vessel's track arriving and sailing soundings on the whole agreg 
with charted depths. 

Loading of bananas is carried out in the anchorage using mechanicg 
conveyors from lighters through vessels sideports, and on the whok 
was found to be quick and efficient. 

No fresh water or provisions are available at Turbo. Indeed no facilities 
whatever are available from ashore. There is no radio station, alt 
banana shippers “Uniban” have VHF 16 in their office during offic: 
hours, Spanish language only. Agents for United Brands Company have 
VHF Channel 16, call sign is “Casanova”. 

Caution should be exercised when taking any navigational advice from 
Officials in Turbo as this may at times be misleading and it 
questionable whether persons proffering advice regardi best 
anchorage position etc. are in possession of all facts necessary for safe 
navigation in the area. 

Documents Required for Inward Clearance at Turbo: 

1 Clearance from last port. 

6 Crew Lists. 

5 Passenger Lists (Nil passengers to be declared). 

5 Disembarking Passengers. 

5 Mail Lists (No mail to be declared). 

1 Maritime Declaration of Health. 

1 Vaccination List. 

6 Manifests. 

Ships Certificates for Inspection: 

Register. 

Safety Equipment Certificate. 

Safety Radio Certificate. 

Radio Station Certificate. 

Cargo Gear Certificate. 

Derat Certificate. 

Ship's Capacity Plan. 

In addition to above list of documents required, the following are also 
to be presented to Authorities on arrival: 

2 Store Lists. 

2 Crews Personal Effects. 


SHIPMASTER’S REPORT: February 1979. 

Pilotage: It is necessary to take a Pilot at Punta las Vacas for entrance 
to the bay. Thereafter, any movement inside the bay will also require a 
Pilot. 


SHIPMASTER’S REPORT: July 1979. 

Vessel arrived Pta. las Vacas Prt at 0207 hrs. 30th July 
Cleared Port Officials and proceeded to R. Leon Anchorage where 
vessel anchored at 1010 hrs. to port anchor, 4 shackles in water. Rigging 
gangs boarded at 1330 hrs. 31st July and completed rigging hatches a! 
1900 hrs. Loading commenced at 2230 hrs. and completed at 1210 hrs 
2nd August. All gear and labour off vessel at 1220 hrs. At the start there 
was no co-operation from the stevedores and repeated requests fo 
information regarding which side doors and how hatches and derricks 
were required to be rigged met with no response until such time as the 
riggers boarded. It was then expected that the vessel could do everything 
at one and the same time. To commence only starboard side doors wert 
used but on completion of No. 5 hatch it was decided to work No. 2 
hatch both sides, once again no mention of doubling No. 2 hatch was 
made ms the question had been asked repeatedly, the stevedore 
assured the Chief Officer that the port side doors would not be required. 
No information regarding quantity of bananas to be loaded or numbet 
of Bills of Lading was forthcoming and there was a very definite language 
barrier until it was made clear that any Bills would be claused “mixed” 
From this point co-operation improved and the language problem 
became less difficult. During loading there were numerous delays fo 
weather, machinery breakdowns on the barges and waiting for cargo! 
arrive alongside. Before cargo operations commenced vessel was 
requested to “point” the ship using a rope from the port quarter to the 
port anchor cable and this was attempted with varying amounts of cable 
paid out, before operation could be completed the wind died down am 
wind and tide were acting against one another with result that operation 
was ineffective. ) 

Turbo must now be regarded as being on a par with “ports” regarding 
theft and all precautions taken, many horrific reports on theft were heat 
from other vessels; however, if vessel was obviously taking @ 
precautions then generally after being looked over, vessel is left alone 
One case concerning a crew member and radio took place but his 
property was recovered by Cargo Supervisor and Customs Officia. 
although culprit was not apprehended. 


SHIPMASTER’S REPORT: August 1981. 

Pilots are now compulsory at Turbo and board with the inspectio 
party off Pta. las Vacas. They also board after loading is completed am 
leave off Pta. Vacas. 

The larger United Brands banana vessels now use overhead 
conveyors for loading instead of the sideports. 


AGENT’S REPORT: September 1989. 
Anchorage: Vessels should anchor for clearance 1.5 miles to 2.0 miles 
West of Punta de las Vacas. 

For anchorage area or Pilot Station, please see Navigation Char. 


COLOMBIA 

arrival: Vessels can arrive at Plot Seam at's any hour, for ne en NOTES 

re aids lights, all of which are ma on the Navigation Chart. ‘ ead i 
tte ere lsory 10 arrive at Pilot station at Punta de las Vacas; no other Please also. adviee. Shipping Guides Lid. 
area of anchorage is permitted within territorial waters. 
pallast: While in Colombian waters vessel should not throw refuse 

rooard, or contaminate the Gulf with ballast or bilge residues. 

Handling Facilities: 
in the Uraba Zone there are 3 shipping enterprises: 

|. Uniban S.A., C.1. Proban S.A. and C.|. Banacol S.A. 

They all have the necessary infrastructure such as bongos (roofed 
parges) and zungos (floating docks with conveyor belts and tugs) to 
pring bananas to ships. Bananas are shipped in boxes or on pallets. 

Capacity of each bongo: 8,500 banana boxes. 

Capacity of each belt: 1,300 — 1,500 boxes per hour. 

Bananas are also exported on pallets. 
warning: During night navigation it should be kept in mind that small 
craft, barges and long log rafts are often unlit in the anchorage. Also, 
the National Army Coast Guard may request information. 
Communications: 

Authority Mode Call Sign 

Port Authority VHF Capitania 

National Army VHF Apostadero 
Maritime Agents 

Turbaduana VHF -Telex-Fax Turbaduana 

United Brands Co bee a te Postdoc 

Colsemar olsemar 

Colmares VHF Gamboa/Colmares 
Shippers 

CL Uniban S.A. VHF-Telex-Fax Uniban 

C.l. Proban S.A. VHF-Telex-Fax Casanova 

C.I. Banacol S.A. VHF-Telex-Fax Banacol 
Pilotage ‘ 

Copimur VHF Estacion Pilotos 

Marcom VHF Estacion Pilotos 
Customs: 

Clearance takes place between 0800 hrs. and 1700 hrs. Ships arriving 
outside these hours may obtain Port Authority's permission to proceed 
to anchorage/loading place, and the official visit will take place the next 
morning. 

Oeileiy As a result of non-salt waters of Leon and Atrato Rivers that 
flow into the Uraba Gulf, the density is approximately 0.950. There are 
no fluctuations in draft caused by density. 

Documents: 

Clearance from last port. 

5 copies Crew List. 

5 copies Passenger List. 

5 copies Provisions List. 

3 copies Personal Effects List. 

1 copy Vaccination List. 

2 coe of a List of No Passengers, No Arms, No Munitions, No 

rugs. 

3 copies of Manifest of Cargo in Transit. 

6 copies of the Cargo Manifest. 

The following valid certificates. 

Pollution Policy. 

Sanitary Certificate. 

Load Line. 

Cargo Ship Safety Radio and Radio Telephony Certificates. 

Cargo Ship Safety Equipment Certificate. 

Cargo Gear Inspection Certificate. 
Entrance: The approach is said to offer no difficulty, but as the coastline 
extends further West than charted, a berth of at least 2 miles is 
recommended in the vicinity of Point Turbo and Southward. 

Please take into account the small ships travelling through the Gulf 
and also “Punta Yarumal” similar to “Punta de las Vacas” as sometimes 
Masters have been confused and anchored there. See Navigation Chart. 
ETA: Please advise ETA 72, 48, 24 and 12 hours prior to arrival. 

Fire Fighting Tugs: At present time there are no facilities. 

ht Turbo is a natural port, there are no facilities such as docks 
r jetties. 

Harbour Authorities: Harbour Master (Capitania de Puerto) and National 
Customs (Aduana Nacional). 

Health and Medical: Only general medicine. In an emergency, cases 
may be sent to Medellin by plane. 

Dental services available. 

Ice: Not available in Turbo. 
Obstructions: No difficulties with draft. 
fro oe Compulsory for arrival and sailing. See Navigation Chart. 
ion: 
a. Pilot Station — Punta de las Vacas: Lat. 08° 04’ N. Long. 76° 46’ W. 
5. Turbo (Village): Lat. 08° 05’ N. Long. 76° 44’ W. 
Reception: There are no facilities. 
Supplies: There are no ship chandlers. The Agent can obtain some 
‘tuits, vegetables and some other provisions. 
Towage: Only the Shippers have tugs. 
fade and Shipping: The main trade is banana export of about 
jane boxes per year through the 3 enterprises Uniban, Banacol 
an. 

Another secondary activity is the transportation of wood between 

Turbo and Barranquilla. 
Watchmen: On vessel's arrival, 2 Customs Officers come onboard on 
Official duty, to contro! import and export cargo; they remain on board 
until the vessel sails. This service is compulsory and the Master is 
"quested to provide meals and accommodation. 

In order to prevent robbers, stowaways, foreign people, etc., it is 
Possible to make a contract with a Private Security Firm “Vigilar de 

faba", which costs US $ 2.00 per man/hour. This service is requested 

wre or charterers. 

ne pa with cargo for USA, normally use 2 men per hatch to be 

led and vessels bound for Europe, normally use 4 men per vessel. 
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Comoros 
PORT DZAOUDZI (Ile Mayotte): 12.50 S. 45.10 E. 


SHIPMASTER’S REPORT: August 1982 (Updated 1988). 


Mayotte Island is situated in position Lat. 12° 46’ S., Long. 45° 13’ E. 
in the Indian Ocean and known to be one of the Comoro group of Islands, 
but it is under the administration of French Government. It has no 
connection with the Comoro Government. Therefore, vessels calling 
“Zaoudzi" should hoist French National flag. Population is mostly 
Muslims. The island is surrounded by a barrier reef which is broken by 
many small passages but the main passage to arrive Dzaoudzi is via 
Passe Mount Zamboro. This passage is deep but very narrow with a 
width of 9 cables safe water in between the Eastern extremity of Recif 
du Nord and the N.W. extremity of Grand Recif du Nord-East. It leads 
to the anchorage off lle Pamanazi and the lle Dzaoudzi, where vessels 
work cargo on anchor moorings. The maximum draft permissible is 40 ft. 
The inhabitants of the island speak French, Arabic and a mixture of 
Somali and other African languages. There is nobody who can speak 
English, therefore care should be taken while arranging Pilot and entry 
to the Zaoudzi harbour. 

DOCUMENTS: On arrival Harbour Master and Customs Officer boards 

the vessel. 

Customs Officer Requires: 2 copies Cargo Manifest; 2 Crew Lists; 

Bonded and Provision Stores Declaration Lists. (2 copies). 

Bice Master Requires: 2 Crew Lists; 1 Vaccination List; 1 copy Cargo 
anifest. 

No other documents are asked for. Agent does not require any 
documents, not even ship's papers. Agents are only interested in ship's 
husbandry. 

PILOTAGE: Pilotage is compulsory for vessels over 40m. LOA. 
Messages to Agent or Pilot Office are to clearly indicate which Pass the 
vessel will use, ETA at Pilot Station, LOA and max. draft. 

Pilot boards vessel about 1.5 miles off M’Zamboro Passage. Only one 
Pilot available. 

Pilot available from sunrise to sunset in M’Zamboro Passage and 
Pewatn 24 hours via Baudele Passage for vessels with draft up to 

.O m. 
ANCHORAGES: Vessels should only call or enter the barrier reefs in 
daytime, that is from sunrise to 1 hour before sunset. Therefore, daytime 
approaches should be maintained. There are no good anchoring 
grounds outside or inside Recif du Nord. Vessels arriving after hours 
have to keep on steaming until day breaks. However in case of 
emergency a temporary anchorage can be made on Banc de la 
Prudente, 2 miles N.W. of lle M’Zamboro. This anchorage should be 
used with utmost care because of poor holding ground. In case vessels 
can cross barrier reefs and shallows from the Passe M’zamboro 
entrance to Bancs Jameaux (position: Lat. 12° 40’ S., Long. 45° 08’ E.), 
then she can anchor in depths where it is safe and sound, or she can 
make, if time permits, to arrive straight to Zaoudzi anchorage. 
Anchorage Around Dzaoudzi: According to wind season, anchorages 
are fixed North or South of Dzaoudzi, near Dzaoudzi or Mamoutzou, 
according to freight destination. 
MAX. SIZE: There is no restriction on the size of the vessel, because 
there are no berths. Every vessel has to anchor and work cargo, however 
drafts are taken into consideration. Max. draft permitted 40 ft. (12.19 m.). 
Vessel's engines and steering should be very reliable while navigating 
through passage to Zaoudzi. 
HEALTH: All persons are required to have valid health certificates 
against Cholera. Yellow fever vaccination not required, but can be 
arranged if ship requires. 
COMMUNICATIO! ‘A’s: It is the vessel's duty to communicate ETA 
at Pilot Station 24 hours prior to arrival to Pilot Office (Telex No. 
915807 MY) or to Agent (Telex No. 915811 MY) and confirm by VHF 
Channel 16 when 24 miles off. 

Satellite Station permits direct contact by telephone or telex worldwide. 

On arrival off M'Zamboro passage vessels can call “Zaoudzi Harbour 
Control” on VHF Channel 16. The ales of their VHF is about 25 miles. 
Therefore vessels can call “Zaoudzi Harbour” when 25 miles off and 
arrange passage through barrier reefs to Zaoudzi. Pilots are always 
booked by cable, because it takes a long time for Pilot to arrive outside 
M’Zamboro Pass from Zaoudzi. 

TUGS: One tug of 700 h.p. acca to the French Navy. A tow boat 
is available for towing the barges lighters. 

BERTHING: There are no berths, all vessels have to anchor. 
MEDICAL: Good hospitals are available in Zaoudzi and Momutzu. 
All kinds of cases are dealt with. 

STEVEDORES/CARGO HANDLING: Agents work as stevedores, they 
arrange lighters and labour. There is no limit in ordering labour but 
lighters are limited. Therefore cargo discharging rate is affected. 

If continuous flow of lighters is available then bagged Say could be 
discharged at the rate of 100—150 tons per hook per day. There is no 
night work. During Ramadan they work from 0700 hrs. to 1600 hrs. and 
no work in the night. During normal days they work from 0700 hrs. to 
1900 hrs. There is no floating crane. About 6 steel barges and remainder 
are wooden sail boats which carry 10 to 20 tonnes at a time. 
DENSITY: 1025. 

FRESH WATER: Abundance of fresh water on the island but no 
arrangements to supply to the ships. In case of emergency naval barge 
which has desalting plant can supply small quantity of evaporated water 
(up to 40 to 50 tonnes) provided it is arranged 7 days in advance. This 
is very expensive, therefore it should be avoided. 

PROVISIONS: Very small quantities of meat, fish, vegetables and fruits 
are available. Ship's personnel can only go and buy it. There is little 
variety of vegetables or fruits. Vegetables: Lettuces, local spinach, 
French beans, local onions and potatoes, etc. 

Fruits: Apples from South Africa, bananas, coconuts and when in 
season pineapples are available but in small quantities. 
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FUEL: Nothing can be arranged. 

CONSULS: No Consulates. Difficulties if any, can be handled; 
Mayotte Administration. 

REPAIRS: No workshop. No repairs possible by shore persons. 
GANGWAY WATCHMEN: This is a very peaceful island, no Pilferag, 
therefore watchmen are not kept or arranged. 

OPENING/CLOSING HATCHES: It is normally done by ship but in cay 
of frequent rains and with special cargo like rice or wheat, extra labo, 
could be arranged with ae 

CUSTOMS ALLOWANCES: No restrictions on any type of goog 
Bonded stores are not sealed, therefore no limit on allowances. 
CARGO GEAR: Only ship's gear is used, however rope slings » 
hire mg by the stevedores. 

meth E LEAVE: No restrictions on shore leave and no passes » 
issued. 

REPATRIATION: There are three flights a week from lle Pamanzi Aimy 
to Reunion Island only, i.e. on Tuesday, Thursday and Saturday 
Repatriation can be arranged on these days. 

TIME: GMT plus 3 hours. No variation in the time throughout the yez 
HOLIDAYS: French administrative holidays i.e. 1st January, 1st Ma, 
and 25th December (Christmas Day), the local people enjoy Musir 
rites holidays such as Eid-ul-Fitar, Eid-ul-Azha, 10th of Muhara 
holidays. The labour works on Saturdays and Sundays. 
GENERAL: Communications: While at Anchor: Ships are allowed 
use their transmitters for sending cables. However, cables can be se 
through Agent. Ship to shore communication is by VHF Channel 16 
Port Control and Pilot Office and VHF Channel 12 with Agent's offic 
during office hours only. 

Currency: French franc is the local currency. There are two bank 
Banco de Franco, (one on Zaoudzi Island and other on Mamuy 
U.S. dollars can be changed either at the banks or direct at shops. 
other currency is accepted in the shops. 


SHIPMASTER’S REPORT: February 1989. 


VESSEL: 18,700 g.r.t., 12,175 n.r.t., 31,275 d.w.t., 170 m. LOA, 260 
beam, Summer draft 11 m., arrival draft 11 m. 

APPROACHES: The vessel arrived off Ile Mayotte at 0100 hrs. an 
stopped engines about 10 miles off Recif du Nord and drifted t 
0500 hrs. (daybreak), then steamed in towards the entrance and picks 
up pilot at 0600 hrs., about 2 miles N.E. of M’Zamboro Pass. At th 
original position of stopping the ship, the current set E.S.E. at abo 
1 knot. At the pilot boarding grounds the current set in the revers 
direction, i.e. Westerly at 1.5 knots. This reversal of current is a reguiz 
feature in that area, and has to be kept in mind while approaching th 
pilot boat. 

Charts: B.A. Charts No. 2110, 563 and 2741. Chart No. 2741 is not vey 
accurate, and gives a false impression of the critical area around th 
Bancs Jumeau. The French Hydrographic Chart No. 6240 (Publish 
May 1959; Edition No. 2 November 1968; large corrections: No. | 
February 1974; small corrections: 1988 - 2229) is a much more accurat 
and a larger scale chart, and is used by the pilot for reference. 
DOCUMENTS: 4 copies Crew List, 1 copy Vaccination List, 1 cop 
Cargo Manifest, 1 copy Bonded Stores List, 1 copy Personal Effect 
List. 

These were taken ashore by the pilot for the Harbour Master and tt 
Customs. 

No Customs, Port Health or Immigration Authorities boarded dunr 
vessel's stay of about 30 hours. The bonded stores were not sealé 
Agents do not board unless the Master needs some service. They c# 
then be contacted on VHF Channel 12, Call sign “Smart Dzaoudz'". 
PILOTAGE: Pilotage is compulsory for vessels exceeding 35m. ' 
length. There is only one pilot there. He is a very good and experience 
ex-Navy pilot, who works for the Harbour Master's office, and not t¥ 
French Navy. If he is indisposed or away on leave, a French Navy pit 
stationed on the island can substitute for him for short periods. For long 
periods or whenever necessary, a pilot is flown from France. 
Pilotage Movements: (A) Daily from 0600 hrs. to 1800 hrs. by M'Zambot 
Pass. Deep drafted vessels are taken in and out at time of high wal? 
when passing the 8.8 m. and 10.0 m. patches off the Bancs Jumex 
E.S.E. of Cap Douamougno. 

(B) 24 hours for small vessels using Bandele Pass. 

The pilot boards from a blue-hulled launch with white superstructut 

about 2 miles N.E. of the entrance between the reefs, with the beac’ 
on Cap Douamougno in line with Dziani Bole peak, bearing 202° (7).' 
the vessel has arrived at night, the pilot boards at the break of daw’ 
otherwise at the next high water. 
Note: The M'Zamboro Pass is well buoyed throughout, and accord 
to the Pilot, not a single buoy has been carried away by rough seas? 
dragged out of position during the last six years, contrary to informat® 
given in the Sailing Directions (South Indian Ocean Pilot — 1971, pay 
205, lines 41, 42). 

It is also not true that the beacon on Cap Douamougno is difficult 
see, as reported in Supplement No. 11, 1987, to the above pilot (3 
corrected to 21.3.87). All the beacons constituting leading marks @ 
painted white and are placed in prominent positions, and are hig” 
visible, at least in normal weather conditions. 

There is no night pilotage as none of the beacons or buoys are lt? 
present. The local authorities are hoping to get a financial allocat® 
from the government for installing the necessary lights within the 
year, but it is unlikely that the work will be completed in less than 3 yee" 
MAX. SIZE: Max. draft 11.5 m. 

RADIO/VHF: Agents: Smart Dzaoudzi. Telex No. 0935-91581 1. Wht 
near the island call on VHF Channel 12. 

Pilot/Harbour Master: Telephone by SATCOM via Sans Lys Rae 

No. 19269 60 19 16. Pilot also on VHF Channels 16 and 14. 


TANKERS: Tankers of between 30,000 — 37,000 tonnes d.w.t. have 
peen using the port. After arriving off lle Pamanzi the vessel is turned 
around, heading outwards, approximately N.E.'ly and moored with both 
down (4 shackles on the port anchor and 6 shackles on the 

rd anchor in our case), and the stern made fast to 2 mooring 
one on each quarter, with 2 stern lines out from each quarter, 
through fairleads with a fore and aft separation of 10 m. to 15 m. 

tween them. 

This berth is just off the muddy beach fronting the Army Oil Terminal 
on the N.W. side of the lle Pamanzi. 

A small Navy tug of about 800 b.h.p. assists in pushing and holding 
the stern of the vessel in position between the buoys against the tide 
while a Navy mooring boat with Naval personnel runs out the lines. 

The tug is very expensive, and the charge is made by the minute. We 
used the tug for only 14 minutes, but this depends entirely on the pilot, 
pecause he is the person who calls out the tug by VHF at the time he 
estimates that the ship will be in position for the tug to commence 


isting. 

NSCHARGING: After mooring is completed, Army personnel from the 
terminal board the ship to assist in connecting the hose. There is a 
submerged pipeline to the shore tanks, the outer end of which is kept 
puoyed near the berth. This is hoisted up on board by ship's derrick or 
crane (on either side, in our case it was on the port side), and connected 
to the ship's manifold. The flange size is 6 in. only, and we had to use 
our bunkering reducers to connect up to the cargo manifold. 

The line can take a discharge pressure of max. 8 kg./sq.m. at the 
manifold. This gave us an average discharge rate of only 130 cu.m.p.h. 
for 3 grades of products. 

An Army Loading Master attends on board during the discharging 
operation, and an Army soldier sits in the Cargo Control Room, watching 
the gauges throughout. 

For discharging about 3,200 tonnes of products of 3 grades, the vessel 
stayed in port for about 30 hours. 

After completion of discharge, the tanker has to give a water push to 
the last product to clear the submarine pipeline. This takes about 
30 minutes. 

MEDICAL: Excellent medical facilities are available if required. 

SHORE LEAVE: The Agent has to obtain permission from the 
\mmigration Authorities, and then arrange the necessary boat service. 
GENERAL: Population: There is a total of about 60,000 inhabitants, 
mostly of mixed Asian and African origin, and about 5,000 French 
nationals. 

Provisions: There were no ship chandlers in evidence. One has to do 
one’s own shopping. Except for bananas and coconuts, everything else 
is imported from France, Madagascar, Reunion Island, etc., and 
therefore expensive, and available in small quantities. 


AUTHORITY: Mr. Le Capitaine du Port de Dzaoudzi, Representation 
du Gouvernement, B.P. 20, 97610 Dzaoudzi, Comoros Islands. 
Tel: 19 (269) 60.10.33. Telex: 915810 MY. 

AGENT: There is only one Agent at the moment who is M/S Societe 
Mohoraise d'Acconage de Representation et de Transit (short form 
SMART), Dzaoudzi Mayotte. Cable address: SMART Dzaoudzi. They 
work ship to shore communication via VHF Channel 12 — only during 
office hours i.e. from 0800 to 1600 hrs. If one wishes to communicate 
during night hours, one should call VHF Channel 16 and ask Port Control 
to inform “SMART” to call the ship on VHF Channel 12, then 
communications can be established. 


NOTES 
Please also advise Shipping Guides Ltd. 


COMOROS 
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Republic of Congo 


DJENO TERMINAL: 04.56 S. 11.54 E. (See Plan) 


LOCATION: The loading point is located 3,800 m. from the coast in 
position Lat. 4° 56’ 35” S., Long. 11° 54’ 15” E., that is to say 9.5 miles 
S.S.E. of the main Pointe Noire Lighthouse. 
NAVIGATION: 
Djeno Lighthouse: Position Lat. 04° 55’ 01” S., Long. 11° 55’ 45” E. 
The Terminal has a prohibited area which is covered by the red sector 
of light. No vessel may enter this area between depths of 50 m. and 
70m. as there are offshore production installations, underwater 
pipelines and the loading point within the red sector from approximately 
S. 3° W. to S. 73° W. Also vessels may not proceed inside 25 m. depth 
of the red sector without a Pilot on board. 
The lighthouse has the following characteristics: 
17 m. metallic tower, aluminium colour; 
Light is regular occulting light at 4 second intervals, light 29 m. 
above MHWS. 
Range of white light 18 miles and red light 15 miles. 
SBM: Equipped with radar reflector and white light with 60 flashes per 
minute, range 6 miles. The floating pipe extending over a radius of 
265 m. round the buoy is lit by small white intermittent lights. 


PILOTAGE: Compulsory. Pilotage is carried out by Pilots from Pointe 
Noire (See “Shipmaster's Report”). Call signals for the Pilot are those 
provided for by the International Code. The pilot station keeps a 
permanent watch on VHF Channel 16. Pilot boarding position: Lat. 
4° 47.44' S., Long. 11° 48.10’ E. 

Limits of Pilotage Zone: South, parallel 5° 07’ S.; West, meridian 
11° 46’ E.; North, parallel 4° 42’ S. 

During the day, when leaving the mooring, request for Pilot is to be 
made to the Port Commander's Office 3 working hours before the hour 
of departure. If vessel is ready to leave and the Pilot has not boarded, 
he may be called by means of the following signal, International flag 
“G" and at the same time 3 long blasts on the ship's whistle. 

If departure should be during the night, request for Pilot should be 
made to the Port Commander's Office before 1700 hrs., indicating as 
near as possible the probable time of departure. 

Should any changes take place in the time of departure the Port 
Commander's Office is to be advised at least 1 hour in advance in order 
that the vessel should not incur any surcharge. During these hours call 
for the Pilot shall be made at the Port Commander's Office by the ship's 
Master or his representative. 
ert sir Signals: The use of ship’s whistle is forbidden between 1700 and 

00 hrs. 

Should Pilot be required at any time on a Sunday, order should be 
placed before 1200 hrs. on Saturday. Should a Pilot be required on a 
tere holiday, order should be placed by 1700 hrs. on the day prior to 

oliday. 
ANCHORAGE: Vessels loading at Djeno may anchor in Pointe Noire 
Roadstead, 1 mile North of the Outer Dyke Light. 


MAX. SIZE: Maximum permissible draft 16 m. (52 ft. 6 in.). However, 
Elf Congo may reduce this draft if weather conditions are unfavourable. 
Also see “Berthing”. 


HEALTH: The Pilot may act for the Hygiene Department, Pointe Noire 
if instructed to do so by Pointe Noire. 


RADIO/VHF: Call signal “TNA”. 
Permanent watch on 500 and 2182 khz from 0600 to 1800 hrs. 
Transmits on 8,722 kHz from 0930 to 0945 hrs. (GM 
from 1030 to 1045 hrs. " 
from 1330 to 1445 hrs. i 
from 1530 to 1545 hrs. x 
from 1730 to 1800 hrs. ss 
on 13,101 kHz from 0630 to 0645 hrs. * 
from 0730 to 0745 hrs. x 
from 0830 to 0900 hrs. é 
from 1700 to 1715 hrs. i 
Elf Congo Terminal: Watch VHF Channels 14 and 11 whilst tanker at 
the loading point. 
Pointe Noire Office: Call signal: “Echo Lima”. Watch radiotelephony 
— 2182 kHz. 
Port of Pointe Noire Management: Permanent watch on VHF Channel 
16 


Advice of Arrival: Tankers shall have their arrival at Djeno notified by 
their consignees 72, 36 and 24 hours in advance. 
Thereafter, they shall notify any appreciable change in their ETA. 


TUGS: Three tugs available from Pointe Noire. 1,000 h.p., 600 h.p. and 
1,800 h.p. Request for tugs should be made at least 3 hours in advance 
and before 1700 hrs. if required during the night. For berthing, mooring 
boats will be supplied by Elf Congo. 


BERTHING: The loading point of Elf Congo at Djeno is of an SBM type, 
with single mooring at the bow. 

The vessel is moored by the bow to a buoy consisting of a cylindrical 
frame of diameter 10 m. and 4.35 m. high. 

This buoy is moored by chains to 6 drilled piles. Anchor moorings 
extend over a radius of 300 m. around the buoy. 

A 40 in. sea-line connects the tank farm with the loading point; the 
buoy is connected to the sea-line by 2 lines of flexible hoses 20 in. 

The loading point is provided for the mooring and loading of full-loaded 
tankers of approximately 40,000 d.w.t. — 140,000 d.w.t. and half-loaded 
tankers of 240,000 d.w.t. 

Depth of water at the buoy is 22 m. 

The connection between buoy and tanker is by 2 floating flexible 
hoses, approx. 220 m. long and 20 in. in diameter, each ending in a 
length of 16 in. x30 m. flexible hose. Connection to the tanker manifold 
is by 16 in. hose. 

Notice of Readiness: Shall be sent to Elf Congo. 
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MOORING: Mooring ropes supplied by Elf Congo. The vessel shall) 
ready to take aboard one mooring rope. The rope consists of 45 my 
nylon of 18 in. circumference and 7.0 m. of 76 mm. diameter chain. Ty 
rope is equipped with a polyproplene lead of 10 in. circumference ay 
length 120 m. 

Leads are passed to the vessel by a motor boat. The vessel shy 
have one messenger line of 1.0 in. diameter with length 150 m. reag 
at the bow to take them aboard. 

Mooring can be carried out by day as well as by night, weather ay 
sea permitting. 

The derrick shall be rigged before arrival on the port side with; 
minimum hook SWL of 10 tons. 

The ship's manifold shall be made ready on the port side 

connection of the two 16 in. flexible hoses. 
Flexible Hoses: Loading of vessels carried out through 2 lines of 220», 
of 20 in. flexible floating hose, terminating in 2x20 m. sections of 16, 
flexible hose. Manifold connections on board shall be 16 in. ASA flanges 
Elf Congo do not supply reducers. 

During connection and disconnection of the flexible hoses, assistang 
by the crew is essential, in particular for the handling of the winches an 
derricks. During the whole stay of the vessel at the loading point, tk 
Pilot shall maintain safety watch on board and also assume the dutig 
of head of loading in the absence of a representative of Elf Congo. 

The Elf Congo service vessel shall remain at the disposal of the Pig 
and shall remain alongside the tanker or nearby. A ladder must be key 
permanently alongside the vessel so as to permit access by the tear 
in charge of the flexible hoses. 

LOADING: Loading may be carried out with a maximum flow ¢ 
8,000 cu.m./h. with two pumps or 5,500 cu.m./h. with one pump. 

Inspection of tanks after deballasting and after loading shall & 
undertaken in the presence of the Elf Congo loading representative. 

The Terminal shall place on board the vessel sealed samples of th 
cargo. 

20 minutes before the end of loading, the vessel shall warn th 
Terminal by VHF so that pumping may be stopped accordingly. 

The ship's Master shall be fully responsible for the manoeuvring ¢ 
the valves and safety of the cargo on board. 

DEBALLASTING: The Djeno storage installation is not equipped 
receive dirty ballast. The vessel shall, therefore, arrive with a clea 
ballast. 

Any vessel arriving with dirty ballast may be forced to leave the loadin 
point and delay arising therefrom shall be fully incumbent on i 
Acceptance of Notice of Readiness will be rectified accordingly. 

it is forbidden to throw into the sea any cinders, burning materials 
objects and waste of any kind. 

The ship's Master shall be responsible for any leaks on board. Suc 
leakage shall be stopped immediately. 

Scuppers shall be plugged during the whole loading time. 
SAFETY: The ship's Master shall be responsible for safety aboard th 
vessel at all times. Sufficient crew members must be aboard the vesse 
at all times for handling moorings and fire appliances. The vessels mar 
engines must be kept ready at all times. A watch should be maintaine 
to ensure that no undue stress is placed on the moorings and that the 
floating pipelines do not rub against the vessel. Also the vessel shout 
not be allowed to come into contact with the single buoy mooring whic’ 
may be caused by changes in current, wind direction or other reasons 

Smoking outside of authorised area, use of naked lights, or tools liabe 
to cause sparks not allowed. 

Vessel's anchors should be secured in the hawse pipe. No repair 

allowed whilst at the mooring also no stores or equipment may t& 
handled on the deck whilst at the mooring. 
Whilst Loading: All hull valves shall be kept closed except those require 
for water circulation. The scuppers on the main deck shall be blocked 
Two fire hoses shall be connected and placed one at each end of tt 
vessel. The fire lines should be under pressure at all times. 

If there is a fire aboard a vessel moored at the SBM, the followin 
sound signal shall be given on the vessel's whistle: continuous sho’ 
blasts. The Master of the vessel shall immediately take charge of ft 
fighting operations. 

EDICAL: There is one hospital, 2 clinics and several doctors. 
FRESH WATER: Drinkable water at quays inside the Port of Point 
Noire or by tanker of 200 tons in roadstead under shelter (minimut 
delivery 100 tons). ; 
FUEL: Not available at Djeno. Vessels proceed to tanker berth at Point 
Noire. 

CONSULS: At Pointe Noire: French Consulate, Tel: 94.00.02. Germs 
Consulate, Tel: 94.00.10. 


REPAIRS: Workshops at Pointe Noire. Facilities for repairing radar a% 
radios. 


WATCHMEN: Compulsory. 


AIRPORT: 6 km. from the Port of Pointe Noire. 1 or 2 flights daily ® 
Brazzaville. 1 or 2 flights daily from Brazzaville to Europe. 
TIME: GMT plus 1 hour. 
GENERAL: Charts: French Chart No. 3357 and B.A. Chart No. 3206 
Stores: A ship chandler at Pointe Noire can supply vessels with 
foodstuffs required. 
Territorial Waters: The sovereignty of the Republic of Congo extends® 
30 nautical miles as from the lowest sea watermark along the coast 
Boat Service: A motor boat can be rented through the consign 
Elf Congo motor boats must not be used by the tanker crew except ® 
an urgent medical evacuation. 
Meteorology: The rainy season extends from November to May with! 
maximum in February and March. 

Visibility: Visibility can be reduced to less than 1 mile in June, Jw 
and August. 

Sea: Mean density of the sea at the loading point is 1025. # 
temperature varies between 27°C in February (austral Summer) an 
22°C in August (austral Winter). 


tide: Tide is of a semi-diurnal type. Mean amplitude of spring tides 
m. 
Bok S.S.W. generally less than 15 knots. 
Swell: Generally S.S.W. less than 2.50 m. with periods of 10 to 12 


nds. 
egret: Sector S. to S.S.E. generally less than 1.5 knots on surface. 
The current can change to the North without any apparent reason for 
a period rarely greater than 2 days. 


SHIPMASTER’S REPORT: September 1984 (Updated 1994). 
Documents: Documents required: 3 each of Crew Lists, Vaccination 
Lists, Stores & Crew Declaration. 2 each of Passengers (or Nil) List, 
gids and Animals, Narcotics, Arms and Ammunition. 1 Notice of 
aeadiness. All paperwork carried out by Loading Master. 

On departure, vessel steams slowly back to Pointe Noire while 
calculations and papers are completed on board. 
pijotage: Pilot and Loading Master boarded from pilot boat which has 

of about 20 knots. 

On departure, the Pilot, Loading Master and Cargo Surveyor left using 
an inflatable dinghy. They prefer the ladder on the starboard side. The 
tug carries 2 inflatable dinghies. 

Anchorages: For tankers waiting to berth at Djeno the indicated 
anchorage off Pointe Noire was found to be good with thick grey mud. 
Gear for mooring and hose connecting put on board from tug at 
anchorage. The tug then goes to Djeno to standby. 

Tugs: After mooring, the tug takes a tanker’s rope and stays astern 
during loading. : 

Mooring: While mooring, tug is used to keep hoses clear. 

loading: Cargo Surveyor boarded while deballasting. Used combination 
accommodation ladder/pilot ladder on port side. Pilot, Surveyor and 
Loading Master stay on board. 


OPERATOR: Elf Congo, Terminal de Djeno, B.P. 761, Pointe Noire, 
Congo. Tel: 94.20.41. Telex: Elfco 8239Kg. and 8277 Kg. 
Contact; Hubert Larche, Terminal Superintendent. 


POINTE NOIRE: 04.47 S. 11.49 E. 


PORT LIMITS: Pointe Noire Pilotage area limits: 

South: 5° 07’ S. 

West: 11° 46' E. 

North: 4° 42'S. 
DOCUMENTS: On arrival, the Master must hand over to: 
The Agents: 

4 Crew Lists. 

4 Lists of Crew Boys. 

4 Passenger Lists or negative. 

4 Lists of Ports of Call. 

2 Lists of Crew Personal Effects. 

2 Stores Lists. 

5 copies of Cargo Manifest. 

1 List of Narcotics. 

1 List of Arms. 

1 List of Ammunition. 

1 List of Animals. 

Master's copy of B/L. 

Harbour Authorities: 

1 Arrival Form issued by Port of Pointe Noire. 

1 Departure Form issued by Port of Pointe Noire. 
Health Authorities: 

1 Vaccination List for crew members. 

1 Declaration of Health (form issued by the port of Pointe Noire). 

Vaccination cards for the whole crew. 

APPROACHES: Shipmaster’s Report: 

The approach to Pointe Noire from the West using Chart 4105 Freetown 
0 Luanda is clear of dangers as far as our experience goes. After 
crossing the 200 m. (100 fathom) line, the soundings are consistent with 
@ gently shelving coast until there is 30m. — 40 m., 3 miles West of 
Pointe Noire breakwater. 

Approaching Pointe Noire from the West the radar picture of the coast 
about 20 miles North of Pointe Noire is very similar to Pointe Noire itself. 
This could confuse and lead one to think that the ship is further South 
than she really is, but the cluster of oil rigs should be a good guide. 

There is a cluster of oil rigs with flares S.S.W. by 13 miles from Pointe 
Noire main lighthouse, with another cluster about due South by 17 miles, 
doth good radar targets. Do not go in between these clusters. Watch 
out for numerous small dugouts, etc. fishing. 

Oil rigs with 1 flare in position Lat. 4° 28.8' S., Long. 11° 15.4’ E. 
PILOTAGE: Compulsory. Telegraphic address: Harbour Master's Office 
of the Port of Pointe Noire. Pilot station can be contacted by VHF 
Channel 16; 24 hour service. 
cee position: Pilot boards 1 mile North of the green channel light 


(See Plan) 


wankers awaiting a Pilot for the SBM at Djeno should wait 2 miles 
RES. Of the main light at Pointe Noire. 

STRICTIONS: Minimum draft allowed for ore-carrying vessels of 
More than 130 m. drawing alongside at Quay G: 20 ft. aft and 15 ft. 
Phy Max. draft allowed for all vessels: 31 ft. at any hour. Max. draft 
‘i oe for ore carriers leaving Quay G is 34 ft. 4 in. (1 hour before high 
pai to mooring buoy can be done only between sunrise and 


Pasa draft tankers 33 ft. 6 in. Tankers to enter in same period as 

HEA ing Ore carriers (1 hour before high tide). 
TH: Port Health Officer boards immediately on _berthing. 
Pulsory vaccinations: Yellow fever and cholera. 


CONGO 


RADIO: Pointe Noire Radio, call sign TNA. Continuous service on 500 
and 2182 kHz from 0600 to 1800 hrs. GMT. Transmission on 8722 kHz. 
TNA from 0930 to 0945, 1030 to 1045, 1330 to 1445, 1530 to 1545, 
1730 to 1800 hrs. GMT; on 13101 kHz. TNA from 0630 to 0645, 0730 
to 0745, 0830 to 0900, 1700 to 1715 hrs. 

Shipmaster's Report: lf vessel is coming from the South it is advisable 
to pass messages through Luanda. 
RADAR/VHF: The Harbour Master's Office has a VHF set (call Channel 
16) but no radar. 
TUGS: 2 tugs 1,800 h.p. and 900 h.p. Tugs normally join the vessel as 
soon as it crosses the passage. The vessel's own lines are usually used. 
BERTHING: 


Draft 
Length Permitted 
Quay D: Berth 1 24 ft. 
=e 26 ft. 
SoS 720 m. 28 ft. 
ae! 29 ft. 
ce 29 ft. 
Quay G: Ore Berth 530 m. 34 ft. 04 in. 
(See “Restrictions”) 
Tanker Berth _ 33 ft. 06 in. 
Mole 1: Timber Berths 350 m. 31 ft. 
Lighter Berth _ 12 ft 


Potash Berth: 4 miles Southward of Pointe Noire. Max. draft 44 ft. 
STEVEDORES: The Agent requires the following information 48 hours 
in advance, in order to arrange gangs: precise ETA; number of gangs 
required for unloading/loading; distribution per hold unloading/loading; 
draft, fore and aft — before 0600 hrs. in the morning on weekdays 
counting as overtime; before 0600 hrs. Saturday mornings for the 
weekend or day before holiday also counted as overtime. 
MEDICAL: Notice for medical attention not needed. There are 2 private 
clinics. 
TANKERS: Diameter of loading/unloading lines: 6 in.=aircraft fuel. 
10 in.=“white product’. 12 in.=1500 fuel. Hoses=8 in. 
Also see “Djeno Terminal”. 
DENSITY: 1025 on average. Only slight variations according to tides. 
FRESH WATER: 2 hoses can be connected at each berth. 
Rate: 20 t.p.h. per hose. 
FUEL: Ordered from suppliers: Hydrocongo. Pipe-line supply to tanker 
berth and Berths No. 1 and 8. 
FIRE PRECAUTIONS: The port must be informed of ETA of tanker 
24 hours in advance. 
CONSULS: France, Tel: 94.00.02—94.00.03. Germany, Tel: 94.00.10. 
REPAIRS: Most repairs for the deck and engines are possible. Also 
facilities for electronic repairs. 
DRY DOCKS: One slipway for vessels up to 800 tons. 
GANGWAY/DECK WATCHMEN: Compulsory for tankers and gas 
carriers. 
OPENING/CLOSING HATCHES: Usually the crew's responsibility. Can 
be carried out by the stevedore for payment. 
CUSTOMS ALLOWANCES: No limit — must be stated on crew 
declaration, and quantities must be accurately stated. 
CARGO GEAR: Derricks to be in good condition. There are 2 cranes 
at the new jetty. 
REPATRIATION: Every facility for crews equipped with a crew card and 
Passport. 
AIRPORT: 6 km. from the port. 1 to 2 flights per day to Brazzaville. 
1 to 2 flights per day from Brazzaville to Europe. 
TIME: Local time is GMT plus 1 hour. 
HOLIDAYS: ist January (1 day's holiday); 1st May (2 days’ holiday); 
31st July (1 to 2 days’ holiday); 15th August (2 to 3 days’ holiday); 
ist November; 25th December (1 day's holiday). 
POLICE/AMBULANCE/FIRE: Police 17; Fire 94.00.49; Ambulance 
94.00.49, 94.21.98. 
TELEPHONE: Cannot be connected on board ship but there is one in 
the middle of Quay D for the use of vessels. 
SHORE LEAVE: No restrictions. 
IDENTIFICATION CARDS: Seaman's cards or passport needed. 
PORT REGULATIONS: In the event of congestion, vessels are obliged 
to work at night and on Sundays, and if they refuse to do this, they may 
be relegated to the roadsteads and thereby lose their turn to draw 
alongside. - 
DELAYS: Shipmaster's Report: Occasionally tankers are delayed for 
long periods as the shore tanks may be full. 
GENERAL: As the Congolese Customs are very strict, the drawing up 
of the Store List and Crew Declaration should be carried out very 
carefully, as the slightest error is penalised and a fine imposed. 
Stores are expensive and not easily obtainable. Fish available, also 
fruit and vegetables but not in the Rainy Season. 


SHIPMASTER’S REPORT: Mail takes between 3 days and 7 days from 
Pointe Noire to Paris, and Pilot assures that it is reliable. 


SHIPMASTER’S REPORT: March 1980. 

Pilotage: Compulsory. Pilot boards in position 4° 45.5’ S., 11° 45.9’ E. 
24 and 12 hours notice required. 

Anchorage: Position 4° 47.2’ S., 11° 49.4’ E. 

Restrictions: Vessels able to enter and leave at any stage of the tide 

day or night. 

Max. Size: Max. draft 31 ft. 

Health: Quarantine Authority require 12 hours notice of arrival. 

Tugs: 1 tug available. 

Radio: Luanda or Portishead. No replies locally. 

VHF: Pilot and Port Authority on Channel 16. 
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Berthing: Position 4° 46’ S., 11° 50’ E. Distance from entrance to berth 
less than 1 mile. Nature of bottom sand and mud. Vessel able to dock 
and undock at any stage of the tide day or night. There are facilities for 
loading coal in bulk. No quay cranes available, ships gear used. There 
is no link span for Ro/Ro vessels. Usual precautions taken with regard 
to security, no losses suffered. There is sufficient equipment for handling 
palleti: cargo. Ship’s gear is used for handling containers and the 
necessary shore equipment is available. 

Density: 1025. 

Fresh Water: Available. 

Fuel: Bunker fuel oil, diesel oil and lubricating oils available. 

Medical: Doctor and hospital available. 

Provisions: Fresh provisions available but expensive as they are flown 
in from South Africa. Meats and groceries also available. 

Repairs: Small repair facilities and small machine shop available. 
Airport: Local airport with flights to Brazzaville. 


SHIPMASTER’S REPORT: July 1987. 

When approaching the port from the N.W., vessel should steer 105° T 
directly towards Dique Exterieure Head Lt. When 5 miles off steer 090° T 
for 2 miles thence about 100° T, shaping towards the anchorage and 
keeping at least 5 cables off the land. We disregarded the 148° T leading 
line on BA. Chart No. 3285 due to shoaling taking place to the North 
and West of West Breakwater. Sight the green conical buoy on the 
starboard hand and stop the ship some 5 cables off the breakwaters, 
heading about 170° T, directly towards the entrance. The ape buoy 
will be about 2 cables abeam to starboard at this position. The pilot will 
then rpg from a launch on the port side, manropes and bulwark ladder 
required. 

The Petroleum Pier (P.P.) is situated 3 cables directly inside the 
harbour entrance. 2 tugs, pushing only, and 1 mooring boat, even though 
2 mooring boats are normally available. Vessel berthed Port side 
alongside. No photography allowed. 

Moorings: Forward: 4 headlines to shore, 2 forward head springs to 
dolphin. Aft: 2 aft back springs to dolphin, 2 stern lines to a hook buoy, 
2 long stern lines to shore with lashings. 

Berthing and sailing at any time during daylight hours on 31 ft. draft, 
or 3 hours before to 2 hours after HW on 33 ft. 06 in. maximum draft. 
Density 1025. 

1 x 8 in. Chicksan connection, loading rate about 875 cu.m./h., 
temperature of fuel oil 140° F. 

The Officials are French speaking and are courteous and obliging if 
all in order. The following boarded, 6 Customs Officers, 2 Immigration 
Officials (shore passes required), 2 Port Health Officers (vaccinations 
up to date), 1 Agent, 2 Harbour Masters, 1 Port Captain (Safety Check 
List and dates of SOLAS Certificates inspected), 1 Loading Master and 
1 Charterer’s Representative. 

No port watchmen, firemen, security etc., and no extra meals required. 

Loading Master advises that mugging, etc. prevalent on the shore. 

Weather: Dry season from mid-May to mid-September, when cloudy 
and cool. The remainder of the year is hot, wet and humid. 


AUTHORITY: Direction du Port de Pointe-Noire, P.O.Box 711, Pointe- 
Noire, Republic of Congo. Tel: 94.00.52. 

AGENT: Socopao, BP 664/714, Pointe Noire, Republic of Congo. Cable 
address “Freight Pointe Noire”. Tel: (242) 94.11.20, 94.11.21. 
Telex: 8201, 8300 and 8252. Fax: (242) 94.12.84. 


YOMBO: 04.27 S. 11.06 E. (See Plan) 


LOCATION: Yombo Oil Terminal is located in the territorial waters of 
the Republic of the Congo and consists of the following: 

1. Production Platform “Yombo A” located offshore in position 
Lat. 04° 28’ 50.27” S., Long. 11° 05’ 36.85” E. and Production 
Platform “Yombo 8B” located offshore in position 
Lat. 04° 28’ 16.67” S., Long. 11° 05’ 26.68" E. 

2. An offshore loading berth composed primarily of a Floating 
Production, Storage and Offloading Vessel, (FPSO), “Conkouati” 
(LOA 325 m., Beam 48.1 m., Max. draft 20 m., Min. draft 10.2 m. 
and D.W.T. 232,083 tons), permanently affixed by 12x21 ton 
anchor assemblies consisting of 3,290 ft. of 4 in. and 5 in. chain 
with 5 ton piggyback anchors extending beyond attached by 
2.5 in. chain and 3 in. cable. 

The FPSO is located at Lat. 04° 27’ 25” S., Long. 11° 06’ 19” E. 
in approximately 325 ft. of water and is situated in open and 
unsheltered waters approximately 23.3 miles off Pointe 
Tchitembo, bearing 226° from it. 

3. A submarine pipeline system connects the Production Platforms 
“Yombo A” and “Yombo B” to the FPSO. 

4. A submarine electric power cable system connecting platforms 
“Yombo A” and “Yombo B”, to the FPSO. 

Company's Facilities: The Company's administrative offices are located 
in Pointe Noire. The Company's Terminal offices, ae facilities and 
laboratory for testing stock are located onboard the FPSO. 
DOCUMENTS: The following documents are required when calling at 
Yombo Oil Terminal: 

4 copies Crew List. 

4 copies Crew Boy List. 

4 copies Passenger List. 

4 copies Ports of Call List. 

2 copies Crew Personal Effects List. 

2 copies Stores List. 

5 copies Cargo Manifest. 

1 copy Narcotics List. 

1 copy Arms List. 

1 copy Ammunition List. 

1 copy Animals List. 

1 copy Vaccination List and Vaccination Cards for entire crew. 
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PILOTAGE: Mooring Master: The Mooring Master will board in» 
anchorage area, unless otherwise agreed. 

Lifting vessels will not be allowed to approach or depart from 5, 
loading berth without the assistance of the Company designated 
Master. The Mooring Master will advise the lifting vessel's personne|, 
the approach to the loading berth; the operations of mooring » 
unmooring and in all other operations within the loading berth area. }, 
Mooring Master will be in direct charge of the portable yj 
radiotelephone and all ship-to-tug and ship-to-launch communication, 
will be by portable VHF radiotelephone. The lifting vessel's Oil Rec 
Book shall be made available for inspection by the Mooring Master» 
his arrival at the lifting vessel. All manoeuvres of lifting vessels wit 
the loading berth area shall be performed by the lifting vessel's person, 
as directed by the lifting vessel's officer-in-charge and in accordany 
with the procedure advised by the Mooring Master. The vessel 
manoeuvred shall remain solely responsible, on behalf of the ittr 
vessel's owners, for the safety and proper manoeuvring of the |i 
vessel. The lifting vessel's Master must be on the bridge at all tim 
while the lifting vessel is manoeuvring. 

Lifting vessels are required to have a clean and efficient pilot lads 
fitted with spreaders and manropes, safely and securely rigged, reap 
for the Mooring Master to embark and disembark on either side of th 
lifting vessel as advised by the Mooring Master and of sufficient | 
to reach the Mooring Master's launch. If at night, adequate lighting my 
be rigged overside for the Mooring Master to depart from the lifting ves 
and to use the pilot ladder safely. A lifebuoy with safety line and se 
igniting light together with a rope messenger for the Mooring Maste’ 
bag shall also available on deck adjacent to the pilot ladder. Lifir 
vessels shall afford a “good weather lee” and shall reduce speeds 
directed by the Mooring Master in order to effect the safe embarking» 
disembarking of the Mooring Master. 

Whenever, as in the case of large lifting vessels in light condition, t 
freeboard exceeds 30 ft., the accommodation ladder shall also be usy 
in conjunction with the pilot ladder and shall be lowered to about 12! 
above the water with the pilot ladder rigged immediately adjacent to th 
bottom platform of the accommodation ladder. A mechanical hoist of 
approved pattern shall be considered an acceptable alternative to; 
conventional pilot ladder for use in conjunction with the accommodatir 
ladder, but a mechanical hoist whose operation relies upon a single we 
shall not be considered as an approved type. The rigging of the pic 
ladder for the embarkation and disembarkation of the Mooring Mase 
shall be supervised by a licenced deck officer of the lifting vessel ax 
shall be positioned so that the ladder is well clear of any overboa: 
discharge and so that each step of the ladder rests securely against ty 
lifting vessel's side. If, in the opinion of the Mooring Master, the pic 
ladder is not safe, the Mooring Master may refuse to board the lifir 
vessel and any delay caused by such refusal shall be for the lifty 
vessel's account. 

Lifting vessels shall provide food for the Terminal and Governme 

representatives as required while on board the lifting vessel and she 
accommodate the Mooring Master, assistants and officials as require 
Should the lifting vessel not be equipped with a pilot cabin, the Moony 
Master shall be accommodated in a cabin equivalent to that requir 
for an officer on the lifting vessel. The Mooring Master shall have acces 
to the bridge and/or central area of the lifting vessel, including the cary 
control room, and such areas shall not be locked or otherwise arrange 
to prevent immediate entry at any time by the Mooring Master. 
APPROACHES: Caution is required when navigating near Yombo 0 
Terminal since oil installations and marine activities may be encounter 
in the area. Mariners are recommended to pass to seaward of all su’ 
areas and are advised not to anchor or fish in the vicinity of such 
installations or their pipelines. Mariners are specifically cautioned tt 
all navigation is restricted in the area bounded by Lat. 04° 25'S. at 
- 31'S. and the meridians of Long. 11° 03’ E. and 11° 09’ E. (S# 
“Plans”). 
Restricted Zone: Lifting vessels are prohibited from nevignire 
the restricted zone at Yombo Oil Terminal at any time unless the Moon 
Master is on board. The restricted zone is bounded by lines connectit 
the following points: 


Point Latitude Longitude 
1 04° 25’ 00" S 11° 03’ 00" E 
2 04° 25' 00" S 11° 09’ 00” E 
3 04° 31'00"S 11° 09’ 00" E 


4 04° 31'00"S 11° 03’ 00” E 
ANCHORAGE: The customary anchorage area for vessels awaiting 
loading berth is an area one mile in radius centered at Lat. 04° 16’ 30° $ 
rep 11°12’ 30” E. with FPSO “Conkouati” bearing approximalé 
210° 12.7 miles. 

Anchorage within the Restricted Area (see above) is prohibited unie® 
otherwise designated by the Company or the Mooring Master. 
RESTRICTIONS: Mooring in daylight only. 

MAX. SIZE: 155,000 d.w.t., LOA 280.15 m., Beam 53.60 m. and load 
draft 15.0 m. Also see “Mooring” and “Loading”. 

HEALTH: Quarantine Regulations: The rules governing the quarani* 
of lifting vessels are the same as those found in other parts of the wot 
RADIO/VHF: 

Initial Radio Communications: The radio station at Pointe Noire ¥ 
handle the initial radio communications between lifting vessels and™ 
Company. The station call sign is “TNA”, and the station operates? 
500 kHz and 2182 kHz from 0600 hrs. — 1800 hrs. daily. Tt 
“Conkouati”, call sign “D5SI", is equipped with Marisat and mainte® 
Marisat No. 1244274. 

Advice of Arrival: \t is important that lifting vessels establish radio conta 
with the Company when 3 days distant from the Terminal and 

such contact until just prior to arrival at the Terminal. Lifting vess* 
should send an ETA message to the Company (telex 8216 KG) not 
than 72 hours prior to arrival at the Terminal, providing the follow" 
information: ; 

(1) The estimated time of arrival and name of local agent for lift 

vessel. 

(2) The estimated draft, fore and aft, upon arrival. 


(3) The quantity of crude oil to be loaded and the grade of such. 

4) The estimated sailing draft. 

(5) The last port of call. ‘ 

6) Whether the lifting vessel has a clean Bill of Health. 

(7) The distance from the bow to the centre of the lifting vessel's 
manifold. ; ‘ 

(8) Confirmation that hose handling gear and mooring equipment, 
navigation equipment, radars, steering gear and engine 
propulsion are in good order and condition, that the lifting vessel 
can accept 1x16 in. diameter cargo hose fitted with a 16 in. 
diameter flange. 

(9) Confirm that any slops on board are isolated by double valve 
segregation. 

The first ETA message should also include a definite statement of the 

details of any equipment required from the FPSO for connecting the 

hose to the lifting vessel's manifold. Further ETA messages should 
be sent to the Company when the vessel is 48 hours and 24 hours 
distant from the Terminal confirming or giving notice of any change in 
the 72 hour ETA and at any other time after the 24 hour ETA message 
when a change by more than 2 hours occurs in the ETA. The 24 hour 
ETA message should include a positive statement regarding the lifting 
yessel’s readiness to load on arrival and the number of hours prior to 
commencement of loading that will be required by the lifting vessel to 
discharge clean ballast. 

Local time is G.M.T. plus one hour and daylight saving time (Summer 

time) is not applicable. 
Ship-to-Terminal Communications: The FPSO is equipped with VHF 
radiotelephone using international frequencies and maintains a radio 
watch on VHF Channel 16. Not less than 12 hours prior to the lifting 
vessel's ETA at the Terminal, the lifting vessel is required to maintain a 
radio watch on R/T frequency 2182 kHz and on VHF Channel 16. 
Masters are recommended to use this facility as soon as the lifting vessel 
is within range since such communications are the best means of 
avoiding delay in the mooring of the lifting vessel. 

While the Mooring Master is on board the lifting vessel, the Mooring 
Master will be in direct charge of the portable VHF ship-to-terminal 
radiotelephone and all ship-to-terminal, ship-to-tug and ship-to-launch 
communications will be by VHF radiotelephone. The Mooring Master 
will advise the Master and officers regarding the emergency signals set 
up for use in the event the VHF radiotelephone units become inoperative. 
The use of the lifting vessel's H/F radio station and/or battery charging 
equipment is prohibited during cargo loading operations. 

Radio Watches: While at the anchorage awaiting the loading berth, lifting 
vessels should maintain a listening watch on R/T frequency 2182 kHz 
and on VHF Channel 16 with the FPSO. 

TUGS: Available. 

Also see “Mooring” — “Mooring Operation”. 

BERTHING: Tenders to load crude oil will normally be accepted and 
the loading berth will be assigned to a lifting vessel in the order of its 
arrival, provided the lifting vessel has a nomination for crude oil valid at 
the time and is in all respects equipped and ready to moor. In the event 
that mooring is delayed on account of weather, the lifting vessel will 
keep its position in line. Should the lifting vessel be required to leave 
the area on account of weather, the lifting vessel should keep in radio 
contact with the Terminal in order to make the lifting vessel available as 
soon as the weather moderates. The Company reserves the right to 
load lifting vessels “out of turn” following the return of good weather, to 
the extent that such loading ‘out of turn” does not materially delay the 
loading of other lifting vessels in line. For example, should weather make 
itnecessary for a specific lifting vessel waiting at the loading berth or 
at the anchorage to vacate the area, the Company may load another 
iting vessel which arrived at the anchorage after the specific lifting 
vessel but before the return of the specific lifting vessel which was 
waiting in line ahead of the other lifting vessel. 
MOORING: Yombo Oil Terminal is operated by Amoco Congo 
Exploration Company and is operated 24 hours a day, 7 days a week, 
weather and other circumstances permitting. Vessels are moored during 
daylight hours only, loaded at any hour, and unmoored at any time, 
weather and other circumstances permitting. 
Mooring Facilities: The FPSO is permanently fixed by a 12 point spread 
system, with each point secured directly to the seabed by a 21 ton 
anchor. On the port side of the FPSO, the fore and after chains run 
through specially constructed fairleads at the vessel's bottom before 
lerminating at the deck. On the starboard side, the chains run directly 
othe deck. Lifting vessels are moored alongside, starboard side to the 
port side of the FPSO by means of a terminal supplied 10 in. braided 
mooring hawsers. Seven primary and 7 secondary fenders will be 
deployed by the storage vessel. Upon the completion of mooring, 14 
hawsers will be used; 3 headlines, 3 sternlines, 2 forward breastlines, 
2 after breastlines, 2 forward springs and 2 after springs. The loading 
berth will accept vessels up to 155,000 d.w.t., with displacement not to 
&xoeed 182,000 metric tonnes and length not to exceed 280 m. overall. 
The FPSO is equipped with anchor lights and a red light (360°) displayed 
On its top mast. 
pesser’s Gear: Prior to the berthing of any lifting vessel, the derrick of 
lifting vessel should be raised and fully rigged. The derrick should 

Swung inboard so as to be clear of the manifold and ensure that it 
does not interfere with the operation of the FPSO’s derrick. The warping 
bes and windlass should be in good working order and condition at 

| times while at the loading berth and must be adequate to handle 
oar’ lines under heavy strain and efficient stoppers must be readily 
hipeged to “stop-off” the mooring lines and transfer same from winch 
a € bitts. The vessel shall have 4 messengers of 4 in. circumference 

nd 10 m. in length available, 2 forward and 2 aft, in way of head, stern 
and springline bitts. 

n the sides, opposite the lifting vessel’s manifolds, there must be 
‘uipment rated by an approved Classification Society and in 
pcordance with O.C.|.M.F. “Standards for Manifolds and Associated 

Quipment” and capable of lifting the cargo hoses safely and efficiently 

om the FPSO over the rail to the lifting vessel's manifold. Lifting vessels 
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must also have an adequate supply of nuts, bolts, gaskets and wrenches 
to connect the cargo hoses. If, in the opinion of the Mooring Master, the 
lifting vessel is not equipped with adequate mooring or loading facilities 
or lines or gear, the Mooring Master must so inform the lifting vessel's 
Master and in such event the lifting vessel will not be brought into the 
loading berth until the facilities or lines or gear are deemed satisfactory 
by the Mooring Master. 

Mooring Operation: The Company will provide assist tug(s) to assist in 
the mooring and unmooring of the lifting vessel. The assist tug(s) will 
be based at the loading berth and will operate under the direct control 
of the Mooring Master. 

Prior to approaching the FPSO “Conkouati" all anchors shall be 
secured. 

When the mooring operations have been completed, 2 tugs will be 

secured to the lifting vessel's bitts, one forward and one aft on the lifting 
vessel's offshore side, for the duration of the loading operations in case 
of an emergency. 
Vessel’s Alertness: The loading berth is in open and unsheltered waters; 
therefore, from the time the Mooring Master boards the lifting vessel 
until the lifting vessel has loaded her cargo and the Mooring Master has 
disembarked, full power must be available at all times on all deck 
winches and windlass and other gear of the lifting vessel. The lifting 
vessel's engines, steering machinery and other manoeuvring equipment 
must likewise be maintained in a constant state of readiness with full 
power for immediate use so as to allow the lifting vessel to manoeuvre 
in an emergency or so as to allow the lifting vessel to depart from the 
loading berth at any time following a request by the Mooring Master or 
the Company to do so. 

The lifting vessel’s personnel should be at their stations and alert at 
all times during mooring, unmooring, hose handling and cargo loading 
operations. Where lifting vessels are equipped with an electric clutch 
control to the propeller shaft, such lifting vessels must disconnect the 
electrical clutch control and the manual clutch so that there will be no 
possibility of the engine engaging the propeller shaft while the lifting 
vessel is moored. Turbine vessels will not be accepted. A constant watch 
in the engine room, control room, cargo control room and on the bridge 
shall be provided at all times aboard any lifting vessel while at or in the 
vicinity of the loading berth. 

LOADING: Lifting vessels are loaded by means of 1x16 in. flexible 
cargo hose directly from the port side manifold of the FPSO. The FPSO 
is loaded by means of submarine pipelines which run from Production 
Platforms “Yombo A” and “Yombo B” and are directly connected by 2 
fluid risers to the starboard quarter. The maximum draft allowed for lifting 
vessels is 15.0 m. 

Rate of Loading: The crude oil flow is by pump and the maximum crude 
oil loading rate for lifting vessels using 1 x 16 in. hose is approximately 
30,000 bbis./hr. or approximately 5,000 tonnes/hr. In order to save 
vessel time and make the loading berth available for other lifting vessels, 
it is required that only clean, oil-free ballast be pumped as fast as 
possible and that lifting vessels receive oil as fast as it can be delivered 
with both operations having due regard for safety. It is also requested 
that any impediments such as ‘Y’ pieces, strainers or mud boxes which 
may restrict the flow of crude oil into the lifting vessel be removed prior 
to arrival of the lifting vessel at the loading berth. 

Hose Connection: After the lifting vessel has been securely moored, the 
cargo hose will be hoisted to the lifting vessel's rail amidships by the 
FPSO's equipment. The cargo hose is 1 x 16 in. hose fitted with a 16 in. 
valve and a 150p.s.i. ANSI flange. The lifting vessel should have 
reducers and fittings onboard so as to enable such cargo hose to be 
connected to the lifting vessel's manifold. The raising and lowering of 
the cargo hose will be conducted by the FPSO. All hose connecting and 
disconnecting will be performed by the lifting vessel’s crew as directed 
by the lifting vessel's officer-in-charge, under the supervision of the 
Mooring Master. The Mooring Master will remain onboard as Loading 
Master during the entire time the lifting vessel is at the loading berth. 
Particular care should be taken during all phases of operations to avoid 
damage to the cargo hoses and their fittings. 

Loading Readiness and Arrival Time: Upon the arrival of the lifting vessel 
at the customary anchorage for the loading berth, the Master or his 
agent shall give the Company Notice by letter, telegraph, radio or 
telephone that the lifting vessel is ready to load. Laytime shall commence 
upon the expiration of 6 hours following the acceptance of such Notice 
by the Company provided that the lifting vessel has been nominated to 
load cargo and the Terminal holds such cargo nomination and further 
provided that the Mooring Master has deemed the lifting vessel to be in 
all respects ready to moor and load. This Notice of Readiness will be 
accepted only between 0600 hrs. and 3 hours before sunset, but will not 
be accepted at any time when the Terminal is closed. If, however, the 
lifting vessel is moved to the loading berth without delay after having 
arrived at any time and the lifting vessel is in all respects ready to moor 
and load in the opinion of the Mooring Master, the Notice of Readiness 
will be accepted at the time that the Mooring Master boards the vessel. 
Laytime shall continue until the cargo hose has been disconnected from 
the lifting vessel's manifold. 

Responsibility: Prior to the commencement of any on ites loading 
operation, the Mooring Master and officers-in-charge of the loading 
operations for the lifting vessel and the FPSO “Conkouati” shall engage 
in a pre-loading conference to formulate a loading plan and to ensure 
that the lifting vessel is in all respects ready to load. No cargo loading 
shall take place without the permission of the Mooring Master, which 
permission shall not be given until the pre-loading conference and the 
lifting vessel Safety Check List have been completed. The lifting vessel's 
Master shall remain responsible for the safety of the lifting vessel and 
all operations on board the lifting vessel at all times. The Mooring Master 
will advise the officer-in-charge of the loading operations for the lifting 
vessel with respect to the loading pressures and hazards but the Mooring 
Master will not direct any aspect of the loading except as may be 
necessary to protect the loading berth and related facilities and 
equipment. The manipulation of the lifting vessel's valves is the direct 
responsibility of the lifting vessel’s personnel. The Mooring Master shall 
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have the right to suspend cargo loading operations or to require the 
lifting vessel to unmoor and depart from the loading berth at any time 
when the mooring plan, pre-loading plan or safety requirements and 
regulations are not being followed by the lifting vessel or at any time the 
Mooring Master believes or becomes aware of the existence of any other 
reason which in his opinion shall require the suspension of the mooring 
or the loading of the lifting vessel. All time lost in such circumstances 
shall be for the lifting vessel's account. 

Oil Valve Control: The incoming oil stream is controlled on the FPSO 
and the lifting vessel's valves must not be closed at any time against 
the incoming oil stream. Such a procedure creates an excessive 
pressure which may damage the hoses or other Terminal facilities and 
could result in a pollution incident. Lifting vessels and their owners and 
charterers and Masters will be held legally liable for any damage 
resulting from the lifting vessel's failure to observe this precaution. 
Frequent checks of the cargo loading must be made by lifting vessel 
personnel during the loading operation so that a reduction in the loading 
rate, before topping-off the final tank or tanks, may be arranged through 
the Mooring Master by the officer-in-charge of the loading operations 
for the lifting vessel. A normal standby warning should be given about 
20 minutes before the shutdown of the loading operations. Upon the 
request from the lifting vessel to shut down the loading operations, a 
minimum of 3 minutes will be normally required to stop the flow of crude 
oil. Lifting vessel's personnel shall be responsible for the call to stop the 
loading of the lifting vessel. When cargo has ceased to flow, the valves 
on the FPSO will be closed and the lifting vessel's manifold valves may 
then be closed. 

Emergency Signal: The emergency signals employed at the Terminal 
shall be demonstrated prior to transfer. Should normal ship-to-terminal 
communications fail, the emergency signal, consisting of a continuous 
blast on the ship's whistle, must be sounded by the lifting vessel and 
all loading operations shutdown until communications can be re- 
established. Steam or air should never be shut off from the whistle of 
the lifting vessel during loading. For this reason, it is requested that 
lifting vessels in the area refrain from using their whistles for other than 
essential purposes and that the use of “continuous blast” whistle signal 
be reserved for emergency purposes only. All crew members who stand 
a deck watch during the transfer of crude oil are expected to know the 
emergency shutdown signal. 

Code Flag: During all cargo loading operations, the International Code 
flag ‘B’ shall be displayed from a topmast signal halyard during daylight 
hours and a red light shall be displayed during the hours of darkness. 
The red light should be of a character as to be visible at a distance of 
at least 2 miles and show an unbroken light around the horizon. 
Terminal Stops: Request for the Terminal to stop the flow of crude oil 
at a predetermined tonnage (shore stop) must be made in writing to the 
Company and will be deemed to include the statement and 
understanding that the Company will not be responsible for (1) any 
errors, costs or claims arising from such request and (2) any crude oil 
loaded in excess of that requested will not be pumped back aboard the 
FPSO. Some delays in stopping the flow of crude oil are always incurred 
when such a stop is made. 

BALLAST: Precautions and Rules: There are no facilities for the off- 
loading of dirty ballast but clean oil-free ballast may be discharged 
overboard from the lifting vessel. It is the responsibility of the Master of 
the lifting vessel to see that no oil (crude, bunker, diesel, bunker C, 
slops, residues, contaminated water ballast or oily bilge water) is 
pumped or spilled overboard from the lifting vessel. All deck scuppers 
must be plugged tight and adequate drip pans with sand and sawdust 
must be provided where necessary on deck for use at all times, 
especially when disconnecting hoses, in order to prevent any such loss 
of oil overboard. The waters in and adjacent to the loading berth must 
not be polluted and only clean oil-free ballast may be discharged. 

The discharge of oil mixtures from lifting vessels while enroute to the 
Terminal is prohibited except when the following conditions are all 
satisfied: 

1. The instantaneous rate of discharge of oil content of the oily 
mixture does not exceed 60 litre/mile. 

2. The total quantity of oil discharged on the ballast voyage does 
not exceed that quantity permitted by the ‘International 
Convention for the Prevention of Pollution from Ships Act 1973” 
as modified by the Protocol of 1978 thereto. 

3. The lifting vessel is more than 50 miles from the nearest point 
on the coastline of the Republic of the Congo. 

Masters are warned that when disposing of dirty ballast or bilge water 
50 miles or more from the coastline of the Republic of the Congo, all 
pipelines, sea suctions, strainers and pumps which are later to be used 
to discharge clean ballast, must be flushed clean, so that there will be 
no chance of even a small amount of pollution when the clean ballast 
is pumped overboard. 

Lifting vessels must have sufficient ballast or cargo (30% of their 
deadweight) for safe manoeuvring and, where practicable, should arrive 
at the loading berth with the propeller completely submerged and the 
vessel properly trimmed. The Mooring Master may refuse to permit the 
mooring of any lifting vessel not in compliance with these requirements 
until the vessel takes on sufficient ballast and/or alters her trim to meet 
these requirements. 

As soon as practicable after arrival, lifting vessel's tanks will be 
inspected for evidence of oil in ballast and during the discharge of ballast 
a similar inspection will take place. If evidence of oil appears at either 
of these inspections, the lifting vessel must vacate the loading berth and 
discharge such dirty ballast more than 50 miles offshore. All time lost 
resulting from such condition shall be solely for the lifting vessel's 
account. 

Any lifting vessel required to vacate the loading berth for the purpose 
of discharging dirty ballast, cleaning tanks or for any similar reason, 
automatically nullifies any Notice of Readiness already tendered and at 
the same time loses any priority held for loading. Lifting vessels must 
tender a new Notice of Readiness upon their return and the lifting vessel 
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will be entered for loading upon the Company's acceptance of the ng 
Notice of Readiness. 

Lifting vessels must keep a constant watch on the side of the |if 
vessel from which clean ballast is being discharged for any indicatg 
of water discoloration or oil sheen. Discharge of ballast must 
immediately suspended should there be any indication of discoloratiy 
or sheen and the Mooring Master shall be immediately informed of sue 
An investigation of any such discoloration or sheen shall be carried g 
by the lifting vessel and the findings reported to the Mooring Maste 
pore ~~ shall not resume without permission of the Mooring Masty 

In addition to the lights usually displayed, lifting vessels are require 
to illuminate the — vessel and the waters around the lifting vegs. 
with all available and suitable searchlights and floodlights during ty 
discharge of clean ballast and the loading of crude oil during the how, 
of darkness and restricted visibility. Such illumination must be to thy 
satisfaction of the Mooring Master and must be undertaken so as» 
assist in the loading operations and in order that any oil on the surfay 
of the sea may be readily detected and appropriate action taken. Lifting 
vessels unable to illuminate the sea satifactorily may not dischar, 
ballast or op a in the loading of crude oil during the hours of darkney 
and any such delay shall be for the account of the lifting vessel. 
Loading and Deballasting Simultaneously: Lifting vessels equipped we 
segregated ballast will be allowed to discharge segregated ballast ay 
load oil simultaneously, subject to the approval of the Mooring Masts 
Pollution Damage Liability: The lifting vessel, its Master, owners ay 
charterers shall be liable for any pollution damage and fines/penalti« 
applicable for any pollution caused by the lifting vessel in the water 
and territory of the Republic of the Congo to the full extent provide 
under Congolese Law. Every lifting vessel, to be acceptable for berthiry 
and loading, must possess a current and valid TOVALOP Certifica: 
evidencing its enrollment in TOVALOP and the owners, charterers ¢ 
purchasers of the cargo must be a member of CRISTAL Ltd., with ty 
CRISTAL coverage to be applicable as evidence of financy 
responsibility in the event of a pollution incident. 

MEDICAL: Emergency Medical Assistance: Lifting vessels requi 
emergency medical assistance should contact the Terminal by Vi 
radio and supply the necessary pertinent information which will & 
passed on to the vessel's agent. Neither medical or hospital facilitie 
are available at the Terminal, but private doctors and hospital facilitie 
are available in the city of Pointe Noire. 

FRESH WATER: Not available. 

FUEL: Not available. 

CONSULS: Consular or Diplomatic representatives for many nation 
maintain offices in Pointe Noire and Brazzaville. 

REPAIRS: The Masters of lifting vessels loading at the loading bert 
are advised that the loading berth is located in open and unshelters 
waters and under no circumstances may engines be shut down 
repairs while the lifting vessel is at the loading berth or at the anchorag: 

There are no facilities for making repairs to a lifting vessel at th 
Terminal and no repairs will be allowed at the loading berth. Howeve 
arrangements can be made through the vessel's agent to utilise tr 
repair facilities at other ports. 

REPATRIATION: There are no facilities for crew changes. 

TIME: G.M.T. plus 1 hour. No Summertime. 

SHORE LEAVE: Not allowed. 

GENERAL: 

Flag: Lifting vessels are required to fly the flag of the Republic of tr 
Congo on the foremast during daylight hours while in the territorial water 
of the Republic of the Congo. The territorial waters extend 30 nautie 
miles seaward from the coastline of the Republic of the Congo. 
Government Officials: Governmental officials such as the Custom 
Officer, Quarantine Officer, Immigration Officer, Captain of the Port at 
the Police, are stationed in Pointe Noire. Should Customs guards & 
stationed on board the lifting vessel while at the loading berth, it* 
expected that the lifting vessel will provide food and accommodation 
these guards and other governmental officials. 

Agency: The Company does not perform any vessel agency function 
Lifting vessels calling at the Terminal must arrange for their own aget 
Supplies: Commissary supplies, stewards stores, laundry services a% 
marine lubricants are not available through the Company and may © 
be loaded at the loading berth. Any questions concerning the availabi® 
of such items from other sources and the loading of such ite 
elsewhere should be handled through the vessel's agent. 
Contraband: The Company prohibits unauthorised craft from com 
alongside lifting vessels while at the loading berth without the permiss” 
of the Mooring Master. To avoid the possibility of undesirable ite™ 
getting aboard lifting vessels, it is recommended that Masters discoura? 
any such craft from coming alongside while lifting vessels are at 0'’ 
the vicinity of the loading berth. 

Garbage: The dumping of garbage, sewage and refuse outside ‘ 
prohibited and there are no facilities for receiving such at the Termine 
WEATHER: 

General: The Company can advise of the following gene? 
environmental characteristics for the area off the coast of the Repud® 
of the Congo, but the navigator is referred to the published Sail 
Instructions and Directions for the area for more detailed information? 
the climate, weather, wind, tide, current and sea. 

Climate: The coast between Cape Lopez and the Congo River’ 
dominated by the Basin of the Ogooue and is covered with a de® 
equatorial forest which is frequently subjected to heavy rainfall. The #® 
exhibits a characteristic diurnal variation in cloudiness, and the clim# 
along the coastline is heavily influenced by the heated continen 
interior, the extratropical storms and the cool Benguela current. 
average annual rainfall is 123 in. and ranges from a maximum of 19.9 
in November to a minimum of 0.04 in. in July. Temperatures seo” 
exceed 95°F and seldom fall below 65°F, and are moderately Mf 
throughout the year with an average annual temperature of 79°F ant! 
mean maximum temperature of 86°F. 

Weather Data Summary: January is the stormiest month beca® 
thundersqualls (combined thunderstorms and squalls) are frequ® 


summarised wind data does not indicate strong winds during this month, 
put gusty winds occur during the thunderstorms, these being brief and 
regular. In February and March, the weather is unsettled with 
; ional rain. In April weather generally improves, becoming cooler 
and drier. In May the weather becomes fair, but by the end of the month 
itagain becomes more settled and a breeze blows steadily from a S.E'ly. 
direction. In June and July, the weather is very misty and gloomy, 
ing visibility significantly. In August, light breezes persist, 

rally cloudy and overcast conditions exist, by the end of the month, 
heavy mists clear away. In September, hotter weather and more S.W'ly. 
winds develop with frequent light showers. Sea breezes become 
r to the end of the month, and thundersqualls moving from the 

SE. occur. In October, the wind is still more W'ly. with occasional small 
showers, and generally overcast skies until noon. In November and 
December, strong breezes move off the land, sometimes with rain, 


thunder and lightning. 


Annual average rainfall 123 in. 
Average daily maximum air temperature 84°F. 
Average daily minimum air temperature 72°F. 
Extreme highest average monthly air temperature 131°F. 
Extreme lowest average monthly air temperature 54°F. 
Average relative humidity (0600 hrs.) 92% — 96%. 
Average relative humidity (1300 hrs.) 68% — 75%. 


Winds: The prevailing winds off the Republic of the Congo are 
characteristically light and S'ly. the year round. Land and sea breezes 
dominate along the coast and generally blow between the S.W. and S.E. 
The highest offshore wind speeds occur during local thundersqualls. 
These thundersqualls may be violent, occur quickly and without warning, 
and are often accompanied by heavy winds, seas, swells and rain which 
may reduce visibility substantially. 

Tides: The tides can be predicted with reasonable accuracy, through 
use of the Tide Tables for Takoradi, Ghana, with the appropriate 
correction factor for Pointe Noire applied. 

Currents: The Benguela Current flows North along the West coast of 
Africa from the vicinity of the Cape of Good Hope to the Gulf of Guinea. 
The general direction of the current off the Republic of the Congo is 
parallel to the coast. The current is generally stronger during December 
and January when the current flows Southward at 10 miles to 20 miles 
off Cape Lopez, but during the remaining months of the year, the current 
generally sets in a N.W'ly. direction and sometimes attains a velocity of 
about 2 knots. The current is usually more rapid close to the coast than 
itis farther offshore, but its velocity is variable because of the effect of 
the winds. 

Seas: The coast is influenced by swells from the South and S.W., but 
most of the higher waves occur in association with thundersqualls. The 
highest collection of waves can be expected during March and April and 
during October and December, but waves of 6 ft. or more do not occur 
more than 2.5% of the time. 

SAFETY: Lifting Vessel Preparedness — Hyrogen Sulphide Gas: Amoco 
Congo, Yombo field operations has hydrogen sulphide (H,S) gas in 
concentrations significant enough to be a toxicity concern for personnel. 
itis therefore mandatory that lifting vessels be properly equipped and 
that all vessel personnel shall undergo training provided by Amoco 
Safety Personnel in HS safety, including the proper handling of 
breathing apparatus, prior to the vessel's berthing at the Terminal 
loading facility. 

Although the crude is classified as sweet regarding sulphur content, 
H,S gases remain entrained in the oil and offer concern during loading, 
hauling and unloading operations. Additionally, as vessels will be loading 
side-by-side, there could be an exposure to H.S gas during an 
operational upset on the FPSO. 

AUTHORITY: Amoco Congo Exploration Company, P.O. Box 212, 
Pointe Noire, Republic of the Congo. Tel: (242) 94-24-70/94-27-81. 
Telex: 8216 KG. 


NOTES 
Please also advise Shipping Guides Ltd. 


CONGO 
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WASTE OIL DISPOSAL: Not available. 
Cook Islands SEAMAN’S CLUBS: None. 
CURRENCY: New Zealand and Cook Island Dollars are of equal valy 


AVATIU, (Including Avarua) Rarotonga: GENERAL: Bananas available at times. Green vegetables » 
21.12 S. 159.47 W. (See Plan) sometimes difficult to obtain. Oranges, lemons, mandarines availaty 
pie ey pineapples November-February. 

DOCUMENTS: AUTHORITY: Department of Trade, Labour & Transport, P.O.Box § 

Health: International Maritime Declaration of Health. Rarotonga, Cook Islands. Tel: (682) 28810. Telex: Tradcom RG 6207 
1 Passenger List Cables: Labcom, Rarotonga. FAX: (682) 23880. Contact: Josey 
1 Crew List Caffery, Director-Marine Transport. 

Customs: (immigration) Waterfront Commission, P.O.Box 84, Rarotonga. Tel: (682) 2199; 


2 Manifests of Cargo showing weight or measurement (basis Fax: (682) 21191. Contact: Harbour Master. 
on which freight calculated). 

2 Crew Lists. 

2 Passenger Lists (landing and transit). 

Each disembarking passenger to complete a landing card 

and baggage declaration. 


Clearance from Last Port. NOTES 
Agent: 4 ote] of Cargo. Please also advise Shipping Guides Ltd. 


1 Passenger List. 

PILOTAGE: Not compulsory at present. However, Pilot available. 
Arrange through vessel's Agent 24 hours notice of ETA. Pilot boards 
from 35 ft. steel tug Avatiu. Craft painted blue hull, white superstructure. 
Tug equipped with VHF Channels 6, 12, 14 and 16. Pilot normally boards 
0.75 miles off entrance Avatiu on line of leads. 
ANCHORAGES: Avarua: As shown on Admiralty Chart No. 1264. 
Prevailing wind is S.E. and the anchorage is safe except in some 
instances when wind and/or sea are fresh from N.W. through N.E. 4 to 
5 shackles of cable in the water has been found the most satisfactory 
in normal circumstances in 25 fathoms. 
RESTRICTIONS: None. Anchorage, in 25 fathoms, is well defined with 
cross leads. 
MAX. SIZE: No restrictions. 
HEALTH: Vessel should radio “Porthealth Rarotonga” not less than 
24 hours before arrival giving ports of call for preceding 3 weeks, number 
of crew, number of passengers, state of health and requesting Free 
Radio Pratique. 
RADIO: Call sign ZKR continuous listening watch on 2182, 4125 and 
8198 kHz, also Channel 16 on the VHF. Weather forecasts are 
broadcast daily by R/T on 2207 kHz, and 8291.1 kHz at 0615 hrs. GMT 
and 1815 hrs. GMT after a preliminary call on 2182 kHz. 
VHF: Harbour Master has VHF for communication between vessel and 
office on Channels 6, 12, 14 and 16. Listening watch on Channel 16 
between the hours 0800 — 1200 and 1300 — 1600 (local time) from 
Monday to Friday. Harbour Master can be contacted after hours by 
arrangement through vessel’s Agent. 
TUGS: Small tug available (1.25 ton bollard pull) to assist with mooring. 
BERTHING: Avatiu: Vessels berth port or starboard side too as may be 
necessary, berth having a maximum depth pth ad of 6.2 m. below 
MSL. Inner Overseas Berth, length 128 m. Outer Overseas berth, length 
135 m. Swinging basin for vessels not over 120 m. in length. Draft 5.5 m. 
aft, 4.8 m. forward. 
STEVEDORES: Arranged by ship’s Agent or Waterfront Commission. 
MEDICAL: Medical and hospital facilities available. International 
vaccinations/inoculations required depending on prior ports of call. 
TANKERS: Small tanker from Fiji, using ship’s 4 in. hose for discharge. 
The LPG shore manifold is sited at the Northern corner of No. 1 shed. 
The oil shore manifold is sited at the Northern corner of No. 3 shed in 
Avatiu Harbour. 
DENSITY: 1025. 
FRESH WATER: Available at berth. 
FUEL: Available by delivery trucks. 
CONSULS: France and New Zealand are represented. 
REPAIRS: Only minor repairs possible such as welding and repairs to 
pumps and other auxiliaries. 
GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: By crew or stevedores to vessel's 
convenience. 
TOBACCO ALLOWANCE: 200 cigarettes, or half pound tobacco or 
50 cigars. 
WINE AND/OR SPIRIT ALLOWANCE: Allowance is 1 opened bottle of 
either wine or spirits, or a reasonable quantity of beer per person, for 
consumption on board. Under no circumstances may any wines, spirits 
or beer be brought ashore. 
CARGO GEAR: Ship's gear for discharging and loading, 1x12 ton 
heavy lift crane available. 
REPATRIATION: Confined to repatriation of crew landed for 
hospitalisation. 
AIRPORT: Rarotonga International Airport is 2 miles away. 
TIME: GMT minus 10 hours throughout the year. 
HOLIDAYS: Cargo cannot be worked on any Sunday or on Good Friday 
and Christmas Day. Other Holidays: Boxing Day (26th December); New 
Year's Day; Easter Monday; ANZAC Day (25th April); Queen's Birthday 
(1st Monday in June); Constitution Celebrations (4th Monday in August). 
POLICE/AMBULANCE/FIRE: Ring exchange operator or dial 999, 998 
or 996. 
TELEPHONES: No connection available at present. Telephone 
available at Wharf Gate for emergency services. 
SHIP SUPPLY SERVICE: There are no ship-to-shore services available 
as a regular daily schedule. However, there are occasions when vessels 
are anchored off the Avatiu Harbour or in the ‘Roads’ that requests for 
boat transport are provided by the small tug of the Department of 
Transport after application by the Shipping Agent for its services. 

The Agent is The General Manager of the Waterfront Commission. 
Fax No. (682) 21921. Rarotonga, Cook Islands. 
IDENTIFICATION CARDS: Not required. 
GARBAGE DISPOSAL: Collection service available by arrangement 
with Department of Internal Affairs. Tel: 29370. 
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costa Rica 


GENERAL: (See Plan) 


DOCUMENTS: Prior to Arrival: Arrival Notice: In practice, owing to the 
closeness of other ports of call, the shipping Agent notifies the Port 
ity 48 to 72 hours in advance of the vessel's arrival. 24 hours 

e the vessel's arrival in the Pilot Waiting Zone, the Agency must 
report in writing to the Port Authority (Dockmaster) the vessel's time of 
arrival and the company that owns it. 12 hours before arrival, the time 
of arrival is confirmed, also in writing. One of these two written notices 
must contain the distribution list of the cargo to be unloaded, although 
failure to submit this information shall not delay docking. In addition, the 
number of longshoremen for loading and unloading, and if necessary, 
the number of launches or feluccas that will be required if the pier is 
occupied on both sides (Puntarenas) must be reported. Failure to 
confirm the time of arrival may result in losing the vessel's turn in 


Ing. 
pa of the arrival notice should be sent to the Port Captain's Office, 
which performs the functions of Migration, Customs Administration, 
Customs Security, Delegate of the Ministry of Agriculture and Livestock 
(MAG) and the Veterinary Health Officer. In addition, copies must be 
submitted to the shipping agent and Customs for them to report to their 
cients on the arrival of the shipments and to initiate import procedures. 
information on cargo for the port: 

It is recommended that the shipping Agency send by airmail 2 Cargo 
Manifests and 2 copies of the Bills of Lading; 1 copy of each document 
shall be kept for the Agency's internal use, and the other shall be used 
to report to the Customs Agents and the cargo consignees. 


On Arrival: 
Type of Documents Number and Distribution of Documents 
Captain Maritime Port 
Basic forms of Port Customs Health MAG Authority 
General Declaration 1 1 
Cargo Manifest 12(a) 
Crew List 3(b) 
Passenger List 1 
Ship's Stores List - 
Crew Effects Declaration - 
Maritime Health = 
Declaration 
Mail Guide - 
Additional Documents: 
Visaed Clearance Permit 
Consular Manifest 
Crew List (f) 
Passenger List (f) (g) 
Maritime Health 
Declaration (f) - 
Cargo Tally Books - 


Total 
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(a) To be distributed among Customs agents. 

(b) A copy remains in the control booth at the exit of the port area. 

(c) Sometimes checks vaccination certificates. 

(d) Inspects meat in ship's stores (Ministry of Agriculture & Livestock). 

(e) If there is a mail bag, the list is submitted to the ship's Agent. 

(f) With consular visa. 

(9) A visaed “no passengers” declaration is also required, when 

appropriate. 

(h) For use of Customs and the Port Authority. 
Other Requirements: 

The Agency must provide a card to each crew member and 
passenger, which is stamped by the Captain of the Port and filled out 
on board. The card is used when passengers and crewmen go ashore 
and return on board the ship. 

Prior to Departure: 

The clearance permit is requested from the Captain of the Port 
24hours in advance of the ship's departure, or immediately upon 
‘sarrival, if the ship is to remain less than 24 hours in the port. 

clearance permit requires Customs Clearance (certification that 
there are no charges pending) and remains in force up to 24 hours after 
the requested departure time. 


CALDERA: 09.54 N. 84.43 W. (See Plan) 


LOCATION: The Port of Caldera is located in the Gulf of Nicoya in 
Position Lat. 09° 54’ 44” N., Long. 84° 43’ 14” W. 
DOCUMENTS: 
2 Certified copies of Clearance from Last Port. 
2 Certified copies Crew Lists and 6 copies for distribution. 
2 Certified copies Passenger Lists and 6 copies for distribution. 
2 Certified copies Cargo Manifest and 25 copies for distribution. 
2 Certified copies Stores/Provisions List and 6 copies for distribution. 
3 Sets of Bills of Lading. 
Construction Certificate. 
Safety Equipment Certificate. 
Radio Safety Certificate. 
Load Line Certificate. 
bj Cargo Gear Book. 
LOTAGE: Pilots are available and compulsory, arranged by Agents. 
HORAGE: Anchorages are defined on a chart supplied by the Port 
RE rity (approx. position 09° 55’ N., 84° 45’ W.). 
Wax RICTIONS: None. Vessels can enter or depart at any time. 
HEAL Sze: Max. LOA 205 m. Max. draft 10 m. 
Dect TH: Vessels must be in possession of a Maritime Sanitary 
aoe Signed by the Master. In case of any suspected disease or 
wan ard, Master to notify by radio to Port Authorities and vessel to 
Outside the limits of territorial waters until clearance is given. 


COSTA RICA 


RADIO: Arrival Notice: Agents must be advised 24 hours and 12 hours 
prior to ship's arrival indicating amount of cargo to be discharged in 
metric tons. This information is required by the Port Authority. 
Radio Station: Call sign: TEC (Tango Echo Charlie). 
Position: 09° 58’ 56” N., 84° 48’ 36” W. 
1300 GMT-1500 GMT, working 8,472.0 kHz (A1A), 
listening Channel 5. 
1500 GMT-1530 GMT, working 8,291.1 kHz (J3E), 
listening Simplex. 
1530 GMT-1600 GMT, working 12,429.2 kHz (J31), 
motets | Simplex. 
1600 GMT-1800 GMT, working 13,058.0 kHz (A1A), 
listening Channel 7. 
1800 GMT-2100 GMT, working 8,472.0 kHz (A1A), 
listening Channel 5. 
2100 GMT-2130 GMT, working 8,291.1 kHz (J3E), 
gin Simplex. 
2130 GMT-2200 GMT, working 12,429.2 kHz (J3E), 
sep) Simplex. 
2200 GMT-0000 GMT, working 8,472.0 kHz (A1A), 
listening Channel 5. 
On VHF 24 hours, working Channel 16. 
Transmitting traffic list at H-OO each hour, on the frequency and hour 
indicated above (from 1300 GMT to 0000 GMT). 
TUGS: Compulsory for berthing and unberthing. 2 tugs available. 
11,700 h.p. and 11,800 h.p. 


BERTHING: 
No. of Berth Length (m.) Depth (m.) Max. d.w.t. 
1 210 11.0 4 
2 150 10.0 15,000 
3 130 7.5 5,000 


For Berths No. 4 and 5 — see “Puntarenas”. 
CARGO HANDLING FACILITIES: The port is equipped to handle 
general cargo, containers, Roll-on/Roll-off and solid bulk cargoes. 
Cranes: Mobile cranes and stacker trucks of varying capacities, also 
other modern port equipment. See “Port Equipment”. 
Bulk Cargoes: The Port Authority owns and operates a discharge system 
with pneumatic suction units and silos for storage. 
Port Equipment: in its first stage, operations at Caldera will be supported 
by the following equipment: 

Fork lifts: 28x3 ton, 5x6 ton, 1x10 ton, 135 ton. 

Flat Beds: 20 x8 ton, 530 ton. 

6 Towing tractors. 

4 Mobile cranes from 10 tons to 127 tons. 

3 Trucks. 
Containers: Container reefer station with capacity to handle 40 TEU's. 
STEVEDORES: The Port Authority provides stevedores throughout 
24 hours. 

Gangs must be ordered at the following times: At 0700 hrs. to 
commence working at 0900 hrs., 1200 hrs. or 1500 hrs. At 1500 hrs. to 
commence working at 1800 hrs., 2000 hrs. or 0800 hrs. the following 


day. 

MEDICAL: Medical services can be provided at a clinic in the port or at 

a hospital in Puntarenas. 

TANKERS: Caldera Bay: Buoy mooring for tankers about 1,000 ft. 

offshore. Vessels moor using starboard anchor and lines to 3 buoys 

astern. Hoses connected on port side by ship's crew. 

FRESH WATER: Provided by the Port Authority at all berths. 

FUEL: Available by road tanker, arranged by Agents. 

FIRE PRECAUTIONS: Vessels must comply with all the port 

requirements regarding fire prevention, contamination and safety to 

navigation within the port. 

GANGWAY/DECK WATCHMEN: At the discretion of the Port Authority. 

All vessels anchored in the port must be adequately covered by 

watchmen service. 

REPATRIATION: Crew changes and repatriation possible. 

AIRPORT: Distance 100 km. Served by KLM, LACSA, COPA and 

NANICA. Various flights daily. 

TIME: Local time is GMT minus 6 hours. 

HOLIDAYS: January 1st, March 19th, Holy Thursday and Good Friday, 

April 11th, May 1st, May 29th, Saint Peter and Paul, July 25th, August 

2nd, August 15th, September 15th, October 12th, December 8th and 

December 25th. The port works throughout 24 hours, except Good 

Friday. 

TELEPHONE: Telephones may be placed onboard on request. 

International and local telephone and telex services available on shore. 

SHORE LEAVE: Possible. 

IDENTIFICATION CARDS: On landing, crew members and passengers 

in transit must carry identity documents which are to be submitted to 

the Port Authority. 

GARBAGE DISPOSAL: Not available. 

WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS: None. 

CURRENCY: Local currency is the Colon. No restrictions placed on 

seamen. The Central Bank has been making weekly mini-devaluations 

recently. 

REGULATIONS: The vessel, the Owner and his Agent must comply 

with all the arrangements set out in the Port Services Regulations and 

the General Tariff. The Port Authority will supply these regulations on 

request. 

GENERAL: The new Port of Caldera commenced operating in 1982. 

Since commencing operations at Caldera, Puntarenas is considered as 

an extension of the port of Caldera. Caldera has a marginal wharf of 

490 m. long consisting of three berths. The outer berth or Berth No. 4 

at Puntarenas and the inner berth or Berth No. 5 are at Puntarenas. 

Both of these berths are out of service due to their poor condition. 
Please note that Puntarenas is now strictly for handling bulk cargoes 

and Caldera is for break-bulk and container operations. 

DEVELOPMENTS: In the medium term, the second stage of the port 

complex of Caldera will be constructed, with which the current capacity 

will be doubled to 1,200,000 tons per annum. 
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SHIPMASTER’S REPORT: October 1982 
Draft: Forward 5.6 m. Aft 8 m. 
Pilot: Pilot boards vessel 2 miles S.W. off end of breakwater. 
Tugs: 2 tugs available, one is compulsory for berthing. We employed 
one pushing and the other as a line boat taking 2 stern lines ashore. 
Berthing: Vessel let go port anchor to 2 shackles in water with view to 
it being used to draw vessel away from quay on leaving. 
Line Gangs: Good — 4 men per gang. 
Tie-up: 4 headlines and 2 springs each end. This proved sufficient 
throughout stay, even though moderate surge from swell was 
experienced. 
Gangway: A shoreside gangway was available and used. Gangway/line 
watchman was provided by Port Authority. 
Quay: Modern concrete construction 490 m. in length. 50 tonne bollards 
and good solid, non spring loaded rubber fenders — both placed every 
20 m. along quay. 

Electricity, telephone and water all supplied to wharf. 
Cargo: Port has good lighting and good sized sheds. Container storage 
area under construction. 

No shore side cranes at present — proposed 40 tonne capacity 
container gantry. 

Fork lifts are plentiful and in good working order. 


AUTHORITY: Instituto Costarricense de Puertos del Pacifico, Caldera, 
Costa Rica. Tel: 63-41-37. Telex: 6046. FAX: 634166. Contact: Winfield 
Lawrence Tom |., Operations Manager. 

Institute Costarricense de Puertos del Pacifico, Apartado 545-1000, 
San Jose, Costa Rica. Tel: 23-71-11. Telex: 2793 Pocni. 


GOLFITO: 08.37 N. 83.10 W. 


DOCUMENTS: 
2 certified copies of Clearance from Last Port. 


(See Plan) 


6 certified copies of Crew List and 6 copies for distribution. 

6 certified copies of Passenger List and 6 copies for distribution. 

2 certified copies of Cargo Manifest and 25 copies for distribution. 

4 certified copies of Stores Provisions List and 6 copies for 

distribution. 

3 sets of Bills of Lading. 
PILOTAGE: No Pilot in port. Cia. Bananera sends a launch to guide 
vessel to quay if requested. Arrival has to be notified at least 24 hours 
in advance. 
ANCHORAGES: Anchorage area to S.E., diagonal towards end of quay. 
Depth: 35 ft. — 50 ft. Area 1,000 m. by 300 m. approx. Quay distance: 
approx. 500 m. Sufficient space for 4 vessels. 
RESTRICTIONS: Vessel allowed to enter at any time, day or night. 
MAX. SIZE: Length of quay is 1,040 ft., enough for two vessels to berth, 
one in banana berth and the other in cargo berth, each one of 450 ft. 
Depth 35 ft. alongside. 
HEALTH: Any vessel that enters this port has to be in possession of a 
Sanitary Manifest (Sanitary Maritime Declaration) signed by Master of 
vessel. In case of any suspected disease or fever aboard, Master to 
notify by radio to Port Authorities and vessel to wait outside the limit of 
territorial waters until clearance is given. 
RADIO: Station call sign TIM, frequencies 8478 and 500 kHz. Working 
hours 0400 — 1300 GMT. 
Notice of Arrival: Radio Agent at least 24 hours before arrival advising 
date and time of arrival, number passengers disembarking, if any, 
amount of cargo to discharge in metric tons, number of gangs required 
to work on board. This information is required by Port and Customs 
Authorities. 
TUGS: No tugs. A launch from the Cia. Bananera takes lines from vessel 
to quay. 
BERTHING: Vessels berth starboard side to. Vessels of Cia. Bananera 
have preference. 
STEVEDORES: Cia. Bananera controls gangs. Advance notice 
required. Work possible 24 hours a day. 
MEDICAL: Cia. Bananera has a hospital for its employees. They can 
give assistance if a request through the Agency has been made 24 hours 
in advance. On arrival of vessel a valid vaccination certificate of each 
member of crew has to be shown. 
TANKERS: Can berth in cargo area if length is less than 450 ft., depth 
is 35 ft. Diameter of pipelines 8 in. and 6 in. 
FRESH WATER: Cia. Bananera supplies any quantity at a rate of 
50 t.p.h. through shore hoses. 
FUEL: Diesel and fuel oil available from time to time. 
CONSULS: Nicaragua, Honduras and Panama represented locally. 
REPAIRS: Cia. Bananera of Costa Rica has a workshop that can do 
small repairs such as soldering or small winch repairs. 
GANGWAY/DECK WATCHMEN: Available but not compulsory. 
Customs guard on gangway. 
OPENING/CLOSING HATCHES: Normally carried out by stevedores. 
CUSTOMS ALLOWANCES: No limit on board but only one packet 
cigarettes when going ashore. No alcohol may be taken ashore. 
IDENTIFICATION CARDS: Required. 
REPATRIATION: Can be arranged. 
AIRPORT: Airport one mile from port. Serviced by two airlines ‘“Lacsa 
Airlines” with two daily flights, one at 0700 hrs. and the other at 1030 hrs. 
“Ave Airlines” offer only one daily flight, Sundays included, at 0700 hrs. 
“Lacsa” has no Sunday flights. 
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TIME: GMT minus 6 hours. 

HOLIDAYS: 1st January, no work can be arranged; 19th March, we 
at double time; Easter Thursday, no work can be arranged; Eay, 
Friday, no work can be arranged; 11th April, work at double time; , 
May, no work can be arranged; Corpus Christi, work at double 
29th June, work at double time; 2nd August, work at double time; }5 
August, work at double time; 15th September, no work can be arrai 
12th October, work at double time; 8th December, work at double tin. 
25th December, no work can be arranged. Stevedores are not oblige 
to work Sundays and holidays if not voluntary. 
POLICE/AMBULANCE/FIRE: It is sufficient to ask operator 4 
connection with the desired department. 

TELEPHONES: No facilities on board vessels. 

SHORE LEAVE: Crew are allowed on shore. 

DELAYS: Only when quay is occupied by vessels of Cia. Bananerag 
Costa Rica, which have preference. 


SHIPMASTER’S REPORT: January 1980. 
Documents: As per “Guide to Port Entry”. Documents to be certified) 
Costa Rican Consul at last port. 
Pilotage: No Pilot available. 
Restrictions: \t is advisable to berth and unberth during daylight hou, 
Vessel can enter and leave at any stage of the tide. 
Max. Size: Safe draft in channel 30 ft. Mean tide range 10.5 ft. 
Tugs: None available. 
VHF: Agent on Channels 16 and 14. 
Berthing: Vessel berthed at the Banana Wharf which is 2 miles fro 
the entrance and is 1,000 ft. in length. There is a banana elevator at th 
N.W. end. 
Docking: Starboard side alongside: Approached Golfito as per Pip 
Book, steering North until leading marks bear 047° then steer on leadiy 
marks at dead slow speed to pass 2 cables S.E. of Beacon ‘A’. Wr 
ebb tide running vessel sets to the S.E. when approaching Beacon 2 

Vessel stopped and way taken off when about 3 cables from wha 
then proceeded to a position between Beacon ‘F’ and shore to attem 
to turn round to port with port anchor on the bottom, however anch 
did not hold against engine, so hove up anchor and turned short 
starboard. Final approach to wharf made at an angle of about 30° 
go port anchor when approaching close to wharf and canted stern we 
in to wharf to pass heaving line. No noticeable current when close 
wharf. When in position, port anchor had 3 shackles in water. 
Unberthing: Left on ebb tide with another vessel moored close aster 
Singled up to headline and spring forward, tightened up on anchor cabk 
and hove on headline to cant stern off. Very short ahead movement 
and full starboard rudder necessary to achieve this, as current had litt 
effect. Anchor did not hold sufficiently to pull head off the wharf, so cam 
astern on engine until sufficiently clear of wharf to make port turn 
leave harbour. 

Very little wind on docking or undocking. 
Facilities: The following are available: Fresh water, fresh provision 
minor repairs, airport, telex, bunker "C", diesel oil, doctor and hospita 

No dry docking facilities, no laundry service and no lubricating of 
available. 
Consuls: Nicaragua, Honduras and Panama. 
General: Cautions: Beacon 'G' destroyed (January 1980). Rear rang 
lights/marks 047° have very little horizontal separation. There is a sma 
buoy in the approximate position of Beacon ‘G’ but exact position ™ 
established. 

If vessel is loading on the Banana Berth, the secondary leading matt 
will probably be obscured by that vessel's superstructure. 

Poor holding experienced when anchoring off the berth. 


SHIPMASTER’S REPORT: July 1984. 

Documents: As per “Guide to Port Entry”. 

Pilotage: Not available. 

Restrictions: Vessels may enter/leave at any stage of the tide day? 
night as long as the lights are working and they are familar with the po" 
Max. Size: Max. LOA 680 ft. Max. draft alongside 30 ft. Tidal rang 
10.5 ft. Limiting conditions are the swinging room between Beacot 
“4-G" and “6-F” and the wharf. 

Tugs: None available or necessary. 

Radio: Limon Radio “TIM” and Slidell Radio “WMU". 

VHF: Bananera on Channels 16, 14, 6 and 8. 

Berthing: See “Report” below. 

Density: 1010. 

Equipment: 1 small mobile crane. 4 banana elevators. 2x3 ton fork® 
trucks. 

Report: Berthing at Golfito: 

From a position 2.8 miles due South of Curupacha Point Light ® 
vessel was turned onto the channel leading marks (047°T) and spe 
reduced to pass Beacon “H-2” at dead slow ahead, a course of 049 
was required to maintain the leads in line with Buoy “4-G". Beaco® 
“4-G”" and “6-F” have now been replaced with square white buoys, sa™ 
light characteristic as the original beacons. S.S.W. of Bea 
“B-3” turned onto leads 036°T. Both these leading marks are quite s™ 
and the front triangle is not easy to make out against the steel wor? 
the shed. 

Avery small tidal stream was observed passing Beacon “4-G’ sett? 
approximately West. 

Rounding Beacon “4-G" the ship was swung to starboard to bring ™ 
channel marks 2 points on the port bow then commenced swinging® 
port using engines and rudder the ship was brought to within heav 
line distance and a head line landed, the vessel now lying? 
approximately 45° to the wharf. Despite several engine movements s* 
would not swing any further to port. The line boat (an old ship's lifebo® 
lacked power, and dedication of the crew to pull a rope ashore in® 
attempt to land a stern line and control the stern while using the 
to back against the tide. The tidal stream was noticibly stronger the cot 
the ship came to the wharf, running parallel to the wharf in a N.W 
direction. After the failure of the boat to land a stern line | decided 


perth port side to. By the time the stern line was inboard the vessel was 
carried rapidly N.W.'wards and lying bows on at 90° to the wharf. 
The head line was let go and the vessel backed off to about 300 ft. and 
menced swinging to starboard with the engines. Due to the stronger 
current closer to the wharf the swing to starboard was checked on each 
ern movement. The starboard anchor was let go to one shackle to 
control the bows. The use of the anchor proved very effective and the 
ip was steered alongside dredging the anchor through the mud. 
gerthing safely port side to at 1310 hrs., nearly 3 hours after HW. 

Departure: Sailing time was set for 2 hours after HW with the tide 
mnning diagonally out under the wharf. Singled up to after backspring, 
head line and for'd spring and with all lines slack | expected the ship to 
be set off the quay by the tide, but she remained alongside. 

The after spring was let go and the stern canted off by heaving on 
the head line, finally the engines were used against the for'd back spring 
to cant her to approximately 60° to the wharf. Let go for'd and came 
astern until the poop as in a line between Beacons “7-D" and “5-C” 
then commenced turning short around to starboard, the tide carried the 
ship down to line up on the 036°/216° leads nicely and course was set 
down the channel to sea. 

Conclusions: 1. The ebb tide sets N.W. along the wharf and is about 
50% stronger than the flood. 

2. Berthing starboard side to is preferred as sailing is much easier at 
any state of the tide, but should not be attempted after HW. 

3, Considering the ease with which the ship dredged the anchor | 
would say that the holding ground is poor and due to the limited swinging 
room and the necessity to use a short scope cable | would not 
recommend waiting at anchor within the harbour. 

A safe waiting anchorage can be found approximately 6 miles S.W. 
of the entrance channel in depths of 60 ft., firm mud and shell. 

4. No reliance should be placed on the line boat. 

5. Use of the anchor should be considered when berthing either side 
to, even under ideal conditions, as this would greatly reduce the number 
of engine movements and conserve engine starting air. 


AUTHORITY: Instituto Costarricense de Puertos del Pacifico, 001-5400 
Puntarenas, Costa Rica. Tel: 63-40-06 and 63-40-23. Telex: 6045 Incop 
Cr. Contact: Lic. Rodrigo Arauz Bonilla, Presidente Ejecutivo. 


PUERTO LIMON: 10.00 N. 83.01 W. (See Plan) 


PORT LIMITS: Limits considered as arrival are 0.5 — 1.0 mile distance 
from breakwater, anchorage is required. 

DOCUMENTS: Required by Port Authorities at Port Limon: 

j 2 certified copies of Clearance from last port. (Zarpe) (original and 


up.) 

Crew List, 1 original legalised copy. 5 copies not legalised. 
Passenger List, 1 original, 1 copy. 5 additional copies not legalised 
ifno passengers carried, this must be stated on the same document). 

Maritime Health Certificate, 1 original, 1 copy. 

Provisions List, not legalised : 7 copies. 

Stowage Plan, not legalised : Total cargo on board, 4 copies. 

Hatch List, not legalised: Total cargo on board, 4 copies. 

Cargo Manifest, legalised (manifiestos de carga): From each calling 
port. 1 original, 1 copy. 30 additional copies, not legalised. 

Bills of Lading: 4 sets. 

Local Agents or General Agents require the following documents 
urgently, by Air Mail (Special Delivery), from each calling port directly 
to address in San Jose, Costa Rica. 

2 sets Cargo Manifest — copies 

2 sets Ship's Declaration 

2 sets Bills of Lading. 

lf there are Ocean Freight rates to be collected at destinations, please 
send Agent by Air Mail (registered), the 3 originals and 2 copies, in order 
to get the payment of the freight rates in time. 

Data in every document must be in Spanish or with proper translation. 
PILOTAGE: Pilot boards ship with Port Authorities about 1 mile from 
pier. Also see “Shipmaster’s Report”. 

ANCHORAGES: All anchorages are South-West of “Isla Uvita” in 
depths between 34 ft. — 36 ft. 

MAX. SIZE: See “Berthing”’. 

HEALTH: In the event of contagious disease or fever being suspect on 
board, agency should be advised immediately. 

RADIO: Call letters TIM, frequency 500 kHz and 8478 kHz — working 
hours 0400 to 1300 GMT. 

Notice of Arrival: Radio Agent at least 24 hours before arrival, advising 
date and time of arrival, length, draft, number of passengers 
disembarking (if any), amount of cargo to discharge in metric tons, 
fumber of gangs required to work on board. This information is required 
BH Port and Customs Authorities. 

HF: Port Authority on VHF Channel 16. All vessels anchoring in the 
port must communicate with the Pilot office on Channel 16. 

é GS: Two tugs are available, each with a capacity of 850 h.p., these 
CRANEE for berthing and unberthing. 


1 Portal Crane 
1 Grove Crane 
1P&H Crane 
1 Liebherr Container 


10 ton capacity. 
30 ton capacity. 
50 ton capacity. 
ae under hook, and 35 tons, 
under spreader. 
STEVEDORES: ETA should be sent to Agent in due time. There are 
€vedoring companies who work throughout 24 hours. 


COSTA RICA 
BERTHING: 
Depth 
Berth Usage Fore Aft LOA 
No. : (ft.) (ft.) (ft.) 
1 Conventional 32 29 600 
2 Conventional 25 26 400 
3 Conventional 29 30 450 
4 For small craft 
5 Conventional 12 16 300 
6 Ro/Ro 28 30 300 
7 Conventional 29 35 500 
8 Conventional 30 30 500 
9 Conventional 18 28 200 
10 Ro/Ro 32 30 800 
Container Terminal: 
Berth Usage Depth Length 
No. (m. (m.) 
4/1 Ro/Ro 8.0 185 
4/2 Conventional/Container 8.5 185 
4/3 Conventional/Container 9.0 235 


21 Conventional 6.3 170 

Reduction in depths is due to earthquake in April 1991. 
Note: Measurements are given in feet. Berths No. 1—2 have a length of 
1,020 ft. In order to use Berth No. 2 Agents need to know or check LOA 
of the Migs at Berth No. 1, if it is less than 520 ft. it is possible to berth 
a vessel. 
MEDICAL: No advance notice except in case of serious illness to be 
included in arrival notice, ample hospital facilities available. 
TANKERS: See “Puerto Moin”. 
FRESH WATER: Available and obtained alongside pier delivered by 
hose, 1.5 to 2 t.p.h. cost $1.56 per ton. 
FUEL: Any quantity can be obtained as there is a refinery at Limon. 


CONSULS: 
Colombia Tel: 58.02.21 Nicaragua Tel: 58.04.47 
Ecuador Norway 58.01.83 
France 58.02.21 Panama 58.09.65 
Honduras 58.03.13 


REPAIRS: Minor repairs only. 

SURVEYORS: Lloyd's, ABS and Norske Veritas. 

GANGWAY/DECK WATCHMEN: Recommended. 

OPENING/CLOSING HATCHES: Carried out by stevedores. 

CUSTOMS ALLOWANCES: One packet of cigarettes may be taken 

ashore. No alcohol may be taken ashore. 

REPATRIATION: Facilities available. 

AIRPORT: 5 miles from city. 2 daily flights (except Sundays) to San 

Jose International Airport. Also air taxi service to the whole country. 

TIME: Local time minus 6 hours. 

HOLIDAYS: Holidays and days on which the port will remain closed: 
1st January from 1200 hrs. to 0600 hrs. following day; Holy Thursday 

and Good Friday from 0001 hrs. on Thursday to 2400 hrs. on Friday; 

1st May from 0001 hrs. to 2400 hrs.; 15th August; 15th September; 12th 

October from 0001 hrs. to 2400 hrs.; 24th December 1800 hrs. — 26th 

December 0001 hrs. 

- The first Sunday in February every 4 years is a holiday for Presidential 
jections. 

POLICE/AMBULANCE/FIRE: Police Tel: 117; Red Cross Ambulance 

Tel: 580125; Fire Tel: 118. 

BANKS: 

Banco Popular. 

Banco Nacional de Costa Rica. 

Banco Anglo Costarricense. 

Banco de Costa Rica. 

STORING: Vessel can be stored by truck, which can proceed alongside 
the berth, local riggers can be employed. 

SHORE LEAVE: Crew members are allowed to go ashore. 
IDENTIFICATION CARDS: They are needed and supplied by the Agent. 
GENERAL: There is a small surge alongside the berths in Port Limon, 
especially when winds coming from the South East, which occurs 
occasionally (August and September). 

In Port Moin the surge occurs when winds come from the North, which 
occurs occasionally in the months of December and January. 
DEVELOPMENTS: Old Railroad Pier is being removed and 2 Ro/Ro 
ramps are being built. 


SHIPMASTER’S REPORT: May 1984. 

Before leaving Gulfport | contacted Standard Fruit Company at Boca 
Raton, Florida. They confirmed that the Pilot boards off Limon 
breakwater. They also confirmed that there is a heavy surge alongside 
the berths in Moin Bay due to the prevailing swell and that shore springs 
are not normally available at the cargo berths although they are supplied 
to tankers. 

This vessel possesses 2x6 in. nylon tails and 23.25 in. mooring 
wires and these were made ready. 

A cable was sent to the Agent at Limon requesting information 
concerning berthing arrangements. A reply was received to the effect 
that the ship would berth at the “German Wharf”. This conveyed nothing 
to me at the time. 

It turned out that the “German Wharf" is, in fact, the new container 
berth in Puerto Limon. This berth does not appear on the navigational 
chart but is shown in the “Plan Section” of “Guide to Port Entry”. 

The old banana berth at Puerto Limon is no longer used and all banana 
loading takes place at Puerto Moin. The Pilot confirmed that there is a 
heavy surge at Limon/Moin and also that newcomers to the trade are 
boarded off Limon whilst regular traders are met by the Pilot off Moin 
fairway buoy. 

The “German Berth” is not supplied with shore springs and there is 
a considerable surge alongside. We secured starboard side to using 
4 lines and 1 spring at each end plus the 2 wires with nylon tails. It is 
considered that the latter are essential in this port as considerable 
chaffing of the polypropylene lines can be expected. 
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The berth is provided with very effective sprung fenders but these 
ensure that the ship is held several feet off the quay. No shore gangway 
is supplied and access was by way of the accommodation ladder which 
was landed on the quay at an angle of about 30° to the ship's side. To 
avoid damage to the ladder due to surge it is essential that particularly 
secure moorings be used. 

A powerful tug is available at Limon and another at Moin. 


AUTHORITY: Junta de Administracion Portuaria y de Desarrollo 
Economico de la Vertiente Atlantica (JAPDEVA), Administracion 
Portuaria, Apartado “T", Puerto Limon, Costa Rica, Central America. 
Tel: (506) 58-3229, 58-1041. Telex: 8518 (Port Operations Manager). 
FAX: (506) 58-3229. Contact: Captain Dennis G.Cavallini, Chief - Marine 
Operations Department. 


PUERTO MOIN: 10.00 N. 83.05 W. 


PORT LIMITS: See “Puerto Limon”. 
DOCUMENTS: Required by Port Authorities at Port Moin: 

2 Certified copies of Clearance from last port (Zarpe original and dup). 

Crew List: 1 original legalised copy, 5 copies not legalised. 

Passenger List: 1 original, 1 copy, 5 additional copies; not legalised 
(if no passengers carried; this must be stated on the same document). 

Maritime Health Certificate: 1 original, 1 copy. 

Provisions List, not legalised: 7 copies. 

Stowage Plan, not legalised: Total cargo on board, 4 copies. 

Hatch List, not legalised: Total cargo on board, 4 copies. 

Cargo Manifest, legalised (manifiestos de carga): From each calling 
port 1 original, 1 copy, 30 additional copies, not legalised. 

Bills of Lading: 4 sets. 

Local Agents or General Agents require the following documents 
urgently, by air mail (special delivery), from each calling port directly to 
address in San Jose, Costa Rica. 

2 sets Cargo Manifests — copies. 

2 sets Bills of Lading. 

2 sets Ship's Declaration. 

If there are Ocean Freight rates to be collected at destinations, please 
send Agent by air mail (registeres), the 3 originals and 2 copies, in order 
to get the payment of the freight rates in time. 

Data in every document must be in Spanish or with proper translation. 
PILOTAGE: Pilot boards vessel 1 mile North of Puerto Moin Sea Buoy 
(Fairway Buoy). Regular visitors take Pilot near Puerto Moin fairway 
buoy. 

Also see “Puerto Limon” — Shipmaster’s Report. 

ANCHORAGES: One mile off piers. 

MAX. SIZE: See ‘Berthing”. 

HEALTH: In the event of contagious disease or fever being suspected 
on board, Agency should be advised immediately. 

RADIO: Call letters TIM, frequency 500 kHz and 8478 kHz; working 
hours: 0400 to 1300 GMT. 

Notice of Arrival: Radio Agent at least 24 hours before arrival, advising 
date and time of arrival, number of passengers disembarking (if any), 
amount of cargo to discharge in metric tons, number of gangs required 
to work on board. This information is required by Port and Customs 
Authorities. 

VHF: Port Authority on VHF Channel 16. All vessels anchoring in the 
port must communicate with the pilot office on Channel 16. 

TUGS: 3 tugs available. It is compulsory to use tugs for berthing. 
BERTHING: 


(See Plan) 


Depth 
Berth Usage Fore Aft Length 
No. ' (m.) (m.) (m.) 
5/1 Oil Terminal 9.6 9.6 190 
5/2 Ro-Ro 9.6 9.0 190 
5/3. Banana Dock 9.0 9.0 160 
5/4 Banana Dock 8.5 9.0 1 


STEVEDORES: ETA should be sent to Agent in due time. There are 
3 stevedoring companies who work throughout 24 hours. 
MEDICAL: Complete medical attention and hospital facilities available. 
TANKERS: Berth No. 5/1 (oil pier). Max. depth 9.6 m. 
Shore Lines: 

Black/White: 220 in. lines and 

2x10 in. hoses 

Av. gas: 16 in. line and 1x6 in. hose. 

LPG: 1x6 in. line and 16 in. hose. 

Bunkers: 18 in. line and 1x8 in. hose. 
FRESH WATER: Obtained alongside. 
FUEL: See “Puerto Limon”. 
CONSULS: 


Colombia 58 — 02-21 Ecuador 58-01-60 
Honduras 58 — 03 — 13 Nicaragua 58 — 01 — 83 
France 58 —02-—21 Panama 58-09-65 
Norway 58-01-83 


REPAIRS: Minor repairs only. 

SURVEYORS: Lloyd's, ABS, Niveritas and German Lloyd. 
GANGWAY/DECK WATCHMEN: Recommended. 
OPENING/CLOSING HATCHES: Carried out by stevedores. 
CUSTOMS ALLOWANCES: One packet of cigarettes may be taken 
ashore. No alcohol may be taken ashore. 

REPATRIATION: Facilities available. 

AIRPORT: 5 miles from city, 2 daily fights (except Sundays), to San 
Jose International Airport. Also air-taxi service to the whole country. 
TIME: Local time GMT minus 6 hours. 
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HOLIDAYS: Holidays and days on which the port will remain close 
From 0001 hrs. to 2400 hrs. 1st January, Holy Thursday. and Goy 
Friday; 1st May, 15th August, 15th September, 12th October, 25 
December. The first Sunday in February every 4 years is a holiday 
Presidential Elections. 

POLICE/AMBULANCE/FIRE: Police tel. 117; Red Cross ambulance ty 
58 — 01 — 25; Fire tel. 118. 

SHORE LEAVE: Crew members are allowed to go ashore. 
IDENTIFICATION CARDS: They are needed and supplied by the Agen 
GARBAGE DISPOSAL: Service available on request through Agen 
prior to arrival in port. 

WASTE OIL DISPOSAL: No service available. 

SEAMAN’S CLUBS: None. 

CURRENCY: U.S.$ 1.00 = C. 138.00. 

GENERAL See “Puerto Limon”. 


SHIPMASTER’S REPORT: August 1993. 

Approach: The port was approached from N.E. in the late afternooy 
The land was picked-up around 25 miles. But the coast between Punt 
Blanca and Punta Limon and the island of Isla Uvita could only t 
identified distinctly when about 14 miles off. The peaks of Cerros Loma 
and Matama can be identified visually from a distance on a clear day 
Anchorage: The vessel was instructed to anchor upon arrival. Th 
designated anchorage as shown on the pian of the B.A. Chart No. 17% 
is 1 mile North of the Fairway Buoy. The vessel approached the portz 
nearly right angle to the depth contour, which was displayed on the ect: 
sounder paper as a ridge while crossing the closely spaced contours 
The vessel anchored 1.5 miles N.E. of the Fairway Buoy in depth ¢ 
16 fathoms. The holding ground is good and comprises of mud, san 
and ooze. 

Draft: Maximum salt water draft of 9.6 m. was permitted. 

Notable Feature: The vessel experienced deep, long swells from E.NE 
throughout the 5 days’ stay at the anchorage. But it appeared from tty 
talks of the port officials that it was quite a normal feature at this time 
of the year (mid-August), and more pronounced in the months ¢ 
November, December and January. The vessel was rolling on # 
average of 7° — 8° while at anchor, in spite of the vessel being loade 
(30,000 tonnes of cargo on board). 

While at anchorage, a tropical revolting storm passed North of th 
port. As the port is sheltered from N.N.W. to S.W., winds of only 15 knots 
were experienced. But the swell was quite deep. There was no need 
pick-up anchor and start moving, as the vessel maintained position an 
was Safe. 

Berthing: Pilot boards near the Fairway Buoy. The vessel was ture 
around in the channel which was dredged to 12.5 m., with the assistane 
of 3 tugs. There is no turning basin inside the port. 

There is a permanent cross current of 1.5 knots setting East, cause 
by the numerous rivers flowing out. 

Vessel berthed port side to the Recope Terminal and made fast wit 
17 ropes and wires from the vessel and 5 wires from the shore. 

Throughout the time alongside, the vessel was surging 4.0 m. — 5.0m 
This berth was quite unsafe, in spite of the breakwater, but insufficiet 
to quench the swell from coming inside. Surging is quite a normal featur 
of the port, as stated by the Pilots. 

Unloading: Only 1x12 in. flexible connection was provided by th 
Terminal for discharge of crude. The shore pipeline was 20 in., howeve 
a 6 in. connection is available for Mogas and gasoline products. 

An average rate of 2,000 cu.m./hr. was achieved by the vessel. 

The tanker berth is also used for fruit export and fertiliser export. Thet 
are also 2 berths for banana and pineapple export. 


AUTHORITY: JAPDEVA, P.O.Box T, Puerto Limon, Costa Rica, Centre 
America. Tel: (506) 58-3229, 58-1041. Telex: Port Operations Manag? 
- 8518. FAX: (506) 58-3229. Contact: Captain Denis G.Cavallini, Chie’ 
Marine Operations Department. 


PUNTARENAS: 09.58 N. 84.49 W. 


DOCUMENTS: See “Caldera”. 
PILOTAGE: Pilots are available and compulsory, arranged by Age* 
Signal for Port Captain and other officials is 2 long blasts. 
ANCHORAGE: Vessels should keep Eastward of four submarine cable 
originating at Puntarenas where suitable anchorage may be found’ 
6 — 7 fathoms depth. Vessels should anchor as near the pier as safe! 
permits to facilitate boarding by port officials. 
RESTRICTIONS: Recommended that vessels not equipped with rac? 
enter in daylight only. 
HEALTH: Any vessel that enters this port has to be in possession 0! 
Sanitary Manifest (Sanitary Maritime Declaration) signed by Maste’® 
vessel. In case of any suspected disease or fever aboard, Master ® 
notify by radio to Port Authorities and vessel to wait outside the limit? 
territorial waters until clearance is given. 
BERTHING: Vessels usually moor in daylight only. Unmooring night a 
day. 
Muelle Nuevo: Pierhead runs East/West, connected to shore by 350° 
gangway. One special heavy mooring line supplied from pier in 
to ship's ropes. Heavy surge experienced at the berth. 
Berth No. 4 (outer berth): Length 140 m. Depth alongside 9.0 m. atL! 
Berth No. 5 (inner berth): Length 117 m. Depth alongside 7.5 m. at! 
Berths No. 4 and 5 are out of service as they are in poor condite" 
All cargo operations handled at Caldera. 
Also see “Caldera” — General. 
There are lighters available for hire for vessels working cargo at 
anchorage. 


(See Plan 


RADIO: Station call sign TIM, frequencies 8478 and 500 kHz. Working 
0400-1300 GMT. ; 
notice of Arrival: Radio Agent at least 24 hours before arrival advising 
date and time of arrival, number passengers disembarking, if any, 
amount of cargo to discharge in metric tons, number of gangs to work 
on board. This information is required by Port and Customs Authorities. 

+ None available. 

EDORES: Available for work 24 hours a day. 

AL: Facilities available at Puntarenas. 
FRESH WATER: Available only from pier at Puntarenas. 
FUEL: Not available. 
TIME: GMT minus 6 hours. 
TELEPHONES: No connection to vessels. 

— LEAVE: Allowed at Puntarenas. 
IDENTIFICATION CARDS: Required. 


SHIPMASTER’S REPORT: 1978. 
Anchorage: Vessel originally anchored in the area marked (Pilots) on 
Chart B.A. 1931, but subsequently moved in to a position with the Light 
on the Pier bearing 332°(T) — 9 cables and lay to the starboard anchor, 
3 shackles, in 6 fathoms of water. Other ships and draft permitting, it is 
safe to anchor 5 cables off the pier. 

This is a quiet, safe anchorage. A Pilot is not used arriving and sailing 
from the anchorage, but is compulsory if berthing. 
Berthing: There are two berths on the pier. As the port was very 
congested, we remained at anchor. 
Communications: With the Charterer's Agents when at anchor, were by 
VHF, Channel 16. Long-range communication was by radio. 
Documents: As per “Guide to Port Entry”. 
Cargo Work: Due to congestion, we waited 3.5 days to start work, 
although we only had a small quantity of cargo for discharge. When 
work did start, discharge was continuous and at a good rate. 

| understand that ships loading export cargo receive preference for 


labour. 

Pratique: Granted on arrival. 

Provisions: Available, but great care is necessary with regard to price 
and quality. 

Frosh Water: Normally available only when alongside the pier. As we 
were very short of water by the time we had been in port for a few days, 
we managed to obtain a minimum supply from a tug. This can only be 
obtained as an emergency measure. 

Shore Leave: A launch service was arranged through the Agents for 
this purpose. 

General: It was noted that the Light on the Pier was mene letter “P” 
inthe Morse Code and was not Gp. Occ. (4) as shown on the Chart. 


AUTHORITY: Instituto Costarricense de Puertos del Pacifico, 001-5400 
Puntarenas, Costa Rica. Tel: 61-06-28. Telex: 6045 Incop Cr. 
Contact: Lic. Rodrigo Arauz Bonilla, Executive President. Tom Winfield 
Lawrence, Operations Manager. 

Also see “Caldera”. 


COSTA RICA 


NOTES 
Please also advise Shipping Guides Ltd. 
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Croatia 


DUBROVNIK (Gruz Harbour): 42.38 N. 18.07 E. 
(See Plan) 


DOCUMENTS/HEALTH/HOLIDAYS: Same as “Rijeka”. 
PILOTAGE: Compulsory. Pilot boards at a point situated approximately 
in centre of triangle formed by Kolocep Island, Daksa Island and Grebeni 
Rocks. Pilot boat is painted blue with large while “P" on hull, Length of 
boat about 13.0 m. Pilot boat may be contacted on VHF Channel 16. 
ANCHORAGE: In about 22 fathoms in channel between Daksa Island 
and mainland. This anchorage is exposed to strong N.N.E. winds in 
Winter time. 
Old Dubrovnik Harbour: Between Lokrum Island and the mainland. 
Depth in approaches 40 m. Diameter of anchorage 0.5 miles. Distance 
to the shore 0.5 miles. 

The anchorage is used by large cruise ships only. It is exposed to 
strong Southerly winds in Winter time. 
RESTRICTIONS: Only port of Gruz is open to commercial traffic, the 
old port of Dubrovnik (within the city walls) can accommodate only yachts 
and small craft drawing under 9 ft. 
MAX. SIZE: Max. length 230 m., max. draft 32 ft., no limits on beam. 
RADIO/VHF: Dubrovnik Radio, call sign 9AD, listens on Channel 16 
throughout 24 hours, and works on Channels 7 and 63. Duplex channels 
available with connection to national and international telephone 
network. 
TUGS: No permanently stationed tug boats, but can be ordered when 
necessary from other ports. 


BERTHING: 

Berth Length Depth 

No. (m.) (m.) 
7 100 3.50 
8 100 7.00 
9 100 7.20 
10 100 7.50 
at 100 6.50 
12 90 6.80 
13 95 7.00 
14 110 7.00 
15 119 7.50 
16 180 11.00 


17 54 4.50 
CARGO HANDLING FACILITIES: The port handles general cargo. 
6 cranes with capacity 1.5 tons-25 tons. 
STEVEDORES: The port enterprise “Luka Dubrovnik” is the sole 
stevedoring company. Work is done in 2 shifts: first O600 — 1300 hrs., 
second 1400 — 2100 hrs. 
MEDICAL: General hospital and medical facilities available. 
FRESH WATER: Available from hydrants on quay, rate 20 t.p.h., and 
by barge with 340 tons capacity. Order through Agent. 
FUEL: Not available. Only oil for diesel engines in limited quantities. 
Heavy fuel can be delivered by coastal tankers from Split. 
CONSULS: Sweden: Konzulat Kraljevine Svedske, Zeljarica 7, 
Dubrovnik. Tel: 23144. Cables: Svensk. 

Netherlands (Vice-Consul): Vicekonsulat Kraljevine Holandije, Nikole 
Tesle BB., 50000 Dubrovnik. Tel: 411-590, 411-591. 

United Kingdom: Pile 1, 50000 Dubrovnik. Tel: 442-222. 

Denmark: Konzulat Kraljevine Danske, Od Mihajla1, 50000 
Dubrovnik. Tel: 412-666. Fax: 20384, 412-384. Telex: 27516, 27584 
Atlant RH. 

REPAIRS: Small repairs only. 
SURVEYORS: Bureau Veritas, Rijeka. Tel: 051-37755. 

Lloyd's Register Surveyor available from Split. Tel: 058-42773. 
GANGWAY/DECK WATCHMEN: Available. 

OPENING/CLOSING HATCHES: Performed by crew. 

CUSTOMS ALLOWANCES: About 40 cigarettes and limited amount 
wine/spirits per man per day. 

CARGO GEAR: Operations are usually performed with ship's gear. 
Shore cranes with 25 tons SWL are available at Quay No. 16 only. 
AIRPORT: Airport “Cilipi” 25 km. from the Gruz Port. Served by regular 
airlines. 

TIME: GMT plus 1 hour. Summertime. GMT plus 2 hours. 
POLICE/AMBULANCE/FIRE: Dial 985 for all emergency matters. 
TELEPHONES: Can be placed onboard. 72 hours’ notice required. 
BANKS: Dubrovacka Banka, Put Republike 5, 50000 Dubrovnik, 


Croatia. Tel: 32366. Fax: 412-814, 32939. Four branch offices in town. 


Privredna Banka Zagreb, Siroka Ulica 6, 50000 Dubrovnik, Croatia. 
Tel: 24847, 25938. Fax: 412-722. Two branch offices in town. 
Exchange offices available. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Issued by local police. 
GARBAGE DISPOSAL: Service compulsory. Drums/skips not 
available. A 7 tonne truck visits each berth collecting the garbage 
between 0600 hrs. and 2100 hrs. daily. Ships crew must move garbage 
off the ship. Daily charges as follows: 


Cargo Ships Passenger Ships 
g.r.t. S. g.r.t. U.S.$ 
Up to 500 23 Upto 2,000 17 
501 — 1,500 34 2,001 — 5,000 22 
1,501 — 5,000 56 5,001 — 9,000 25 
5,001 — 10,000 67 9,001 — 13,000 35 
over 10,000 78 13,001 — 20,000 45 


WASTE OIL DISPOSAL: Not available. 
SEAMAN’S CLUBS: None. 
CURRENCY: Croatian Dinar (HRD). 
(17.2.94). 
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U.S.$ 1.00 = HRD 6388.00 


DEVELOPMENTS: A new berth is to be constructed on the site of Bes 
No. 17. The new berth will have a 25 ton multi-purpose crane ang, 
depth of 15.0 m. . 
AUTHORITY: Lucka Kapetanija Dubrovnik, (Harbour Master's 
Obala Stjepana Radica 37, 50000 Dubrovnik, Croatia. Tel: 050-233 
FAX: 24726. Contact: Captain Ivo Filipi, Harbour Master. 

Poduzece “Luka” Dubrovnik. Te/: 23350 (Manager), 23% 
(Operations Department). FAX: 23352. 


AGENT: Jadroagent — Dubrovnik, Obala Stjepana Radica 32, 50 
Dubrovnik, Croatia. Cable: Jadroagent Dubrovnik. Tel. 23464 a» 
24464. Telex: 27514 Rh Jadrag. Fax: 28595. 


PLOCE (Kardeljevo): 43.03 N. 17.26 E. (See Plan 


LOCATION: The port of Ploce is a port of the Central Mediterranean: 
the position of 43° 03’ N., 17° 26’ E. It is a very suitable natural harbo 
situated in a bay; three kilometers from the mouth of the River Nerety 
in the Northwest direction. The bay is protected from the South ay 
Southwest by the peninsula of Peljesac, which forms a natu 
breakwater for the port. 

PORT LIMITS: Boundaries of the port anchorage (See “Anchorage)) 
DOCUMENTS/HEALTH/HOLIDAYS: Same as ‘Rijeka’. 
PILOTAGE: Compulsory for vessels over 500 g.r.t. Pilot boards vess 
at entrance of the channel within a circle of 3 miles radius from Pop 
Visnjica. Pilot station on VHF Channels 16 and 9. 

ANCHORAGES: The area within the following points: 

(a) Lat. 43° 02.5’ N., Long. 17° 23.7’ E. 

(b) Lat. 43° 00.8’ N., Long. 17° 22.7’ E. 

(c) Lat. 43° 03.2’ N., Long. 17° 18.9’ E. 

(d) Lat. 43° 04.7’ N., Long. 17° 21.0’ E. 

Also see “General”. 

RESTRICTIONS: Ships entering channel between Visnjica Point ay 
embankment of right hand bank must keep in middle, leaving buoys 
starboard. Recommended speed 5 — 8 knots. Also see “Tankers”. 
MAX. SIZE: Draft limited to max. 34 ft. 6 in. Length limited to 220 m 
RADIO: Nearest Radio Station Split Radio 9AS — 2182 kHz and 518 kh 
(Navtex). Radio station Dubrovnik Radio 9AD — 2182 kHz and 2615 kt 
and VHF Channel 16. 

VHF: Channel 16 (156.8 MHz), Pilots VHF Channel 9, Harbour Maste’ 
Office VHF Channel 10 (156.500 MHz). 

RADAR: No Port Radar service. 

TUGS: One tug of 880 kW, and one of 1,400 kW. 

BERTHING: Bosanska Obala (Berths No. 7 and 8): Length 227m 
drafts up to 31 ft. — no shore cranes. 

Biokovska Obala No. 1 and 2 (Berths No. 4, 5 and 6): Length 368 m 
drafts up to 32 ft., 7x5 ton cranes. 

Gat Oslobodenja: North Side No. 3 (Berths No. 1, 2 and 3): Leng 
410 m., drafts up to 32 ft., 1x7 ton crane and 3x5 ton cranes. Heat 
Length 250 m. South Side No. 5 (Berths No. 11, 12 and 13): Leng 
507 m., drafts up to 34.5 ft., 5x 10 ton cranes. 

One floating crane up to 100 tons capacity. 

BULK CARGO FACILITIES: Grain, ores and minerals by shore crane 
equipped for grab discharge at Quays No. 3 and 5. Grain through feeds: 
to railcars. Alumina silo (capacity 20,000 tons) at Quay No. 1 — leng 
140 m., draft 30 ft., with loading facilities. 

Coal handled by 510 ton travelling cranes, average discharge (é 
250 tonnes p.h. 

Loose load terminal, Berth No. 6, is used in reloading, storing a 
packing of cereals, oil crops (single full up capacity 45,000 tot 
reloading capacity 400 t.p.h., bagging line capacity 1,000 bags/hr,). 
SPECIALISED CARGO HANDLING FACILITIES: No berth spec 
equipped for handling containers, only by floating crane. 
BRIDGES: No bridges to pass through. 

STEVEDORES: Port Enterprise “Luka Ploce”, is the sole stevedom 
company. Work in 2 shifts: 0600 — 1400 hrs. and 1400 — 2130 
Overtime possible. 

MEDICAL: Medical service available. Nearest hospital at Dubrov" 
(110 km.) and Split (110 km.). Dentists available during normal work 
hours. Inoculations and vaccinations can be carried out. 
TANKERS: Oil Terminal — Channel Viaska: one berth: vessel's leng 
— no restriction, max. vessel's beam — 27 m., max. draft — 9.20 m.* 
slop/deballast facilities. When wind blowing over 10 knots direct? 
North-South, and over 14 knots East-West, vessels are not allowed! 
sail through Channel Viaska to oil terminal. Navigation through Chan 
Viaska is allowed only during daylight with assistance of 2 tug boats 
is not allowed to berth or anchor vessels less than 41 m. out of mart 
line, while other vessels sailing through the channel. 

DENSITY: 1010 — 1030. 

FRESH WATER: Fresh water delivered to vessels at wharves ® 
pipeline. Hoses can be supplied by port. 

FUEL: Gas oil only. Delivery by tank trucks. Advance notice requif 
REPAIRS: Only small repairs. 

DRY DOCKS: None. 

FIRE PRECAUTIONS: No specific precautions. 

CONSULS: None. 

SURVEYORS: Lloyd's, A.B.S. and B.V. at Split (110 km. 
Kardeljevo). 

GANGWAY/DECK WATCHMEN: No requirement for watchmen, ex® 
for special security reasons as determined by Port Authority. ; 
OPENING/CLOSING HATCHES: Normally by crew, otherwise 
stevedores with extra payment. 

CUSTOMS ALLOWANCES: About 40 cigarettes and reason® 
amount wine/spirits per man per day. 


CARGO GEAR: Although the port is equipped with shore cranes and 

floating crane of 100 tons capacity, ships must have efficient cargo 
: ar and relative certificates. ; 
REPATRIATION: Possible by bus. By plane from nearest airports, Split 
(110 km.) and Dubrovnik (110 km.). i 
TIME; GMT plus 1 hour. Summertime (from last Sunday in March till 
last Sunday in September) GMT plus 2 hours. 

CE/AMBULANCE/FIRE: Police, Tel: 058/679006; Ambulance, 
679702; Fire, 058/679143. 
EMERGENCY CO-ORDINATION CENTRE: Harbour Master's Office 
Ploce, Tar Kralja Tomislava 24, 58340 Ploce, Croatia. Tel: 058/679008. 
Fax: 058-679008. VHF Channel 16 (156.800 MHz) and VHF Channel 10 

MHz). 

156 Sn ONES: Not possible to place telephones onboard. 
SERVICES: Special services available by prior arrangement through 

I's Agent. 
BANKS: Nareivenska Gospodarska Banka d.d Ploce, Trg Kralja 
Tomislava 21, 58340 Ploce, Croatia. Tel: 058/679109. Fax: 058/679838. 
Telex: 26394. ; 
STORING: Vessel can be stored by truck alongside at berth. 
SHORE LEAVE: Allowed. ; nd ty 
\DENTIFICATION CARDS: Shore pass issued by local Immigration 


ice. 

GARBAGE DISPOSAL: Collection service is available using barges 
operated by the stevedoring company. Tel: 058/679220. One collection 
iscompulsory. Charges vary with g.r.t. from U.S.$ 36.00 to U.S.$ 493.00. 
Collection time is within the recognised working hours of port (from 
0600 hrs. until 1800 hrs.). 

WASTE OIL DISPOSAL: Service available at oil terminal operated by 
Energopetrol, Ploce, Tel: 058-679922. Fax: 058-679942. Telex: 26295. 
Maximum capacity of shore tanks 300 cu.m. Charges negotiated by 
agreement. 

SEAMAN’S CLUBS: None. 

CURRENCY: Hrvatski Dinar (HRD). 6180 HRD = U.S.$ 1.00 (18.3.94). 
REGULATIONS: No specific regulations. 

DELAYS: Only occasionally for bulk carriers. 

GENERAL: Vessels are not allowed to anchor East of the line which 
connects Kunova Cove on Peninsula Peljesac with point Lat. 43° 03’ N., 
Long. 17° 24' E. on the coast. 

DEVELOPMENTS: See "Development Plan” in “Plan Section”. 
AUTHORITY: Port of Ploce, 58340 Ploce, Croatia. Tel: 058/679220, 
058/679028. FAX: 058/679836. Telex: 26236. 

Lucka Kapetanija Ploce, Trg. Kralja Tomislava, 58340 Ploce, Croatia. 
Tel: 058-679008. Cables: Kapetanija Ploce. FAX: 058-679008. 
Contact: Captain Ivo Matkovic, Harbour Master. Captain Ivo Pavlovic, 
Port Director. 


AGENT: Jadroagent — Ploce, Trg Marsala Tita BB, P.O.Box 111, 58340 
Ploce. Cable: Jadroagent Ploce. Telex: 26239 Rh Jadrag. Tel: 058/ 
79964 or 058/79255. 


PULA: 44.52 N. 13.50 E. 


DOCUMENTS/HEALTH/HOLIDAYS: Same as Rijeka. 
PILOTAGE: 48 and 24 hours’ notice of ETA must be given to Agent. 
Pilot boards vessel off the breakwater. 
ANCHORAGES: Vessels waiting for berth or Free Pratique can anchor 
in the outer harbour at about 0.4 miles West of the island S. Andrija. 
RADIO: Coastal station Rijeka-Radio (call sign “YUR"). 
VHF: Communications with Agents and Port Authority through VHF on 
Channel 16. 
i = Up to 600 h.p. available from shipyard “Uljanik”, otherwise from 
ijeka. 
BERTHING: 
Gat Rijeka: North side length: 138 m., depth 20 ft. 
South side length: 150 m., depth 17 ft. 
Obala Ugljen: Length 140 m., depth 26 ft. 
Gat Ugljen: East side length: 160 m., depth 31 ft. 
West side length: 140 m., depth 28 ft. 

Obala Tv.Cementa: Length 146 m., depth 20 ft. 

§ “Sproat age Length 160 m., depth 22 ft., used only for discharge of 
plates. 

CRANES: No shore cranes except one of 5 tons at Obala Tv.Cementa 

and one of 75 tons at Obala Uljanik. 

A floating crane of 100 tons at shipyard “Uljanik”. 

Two mobile cranes of 17 tons and 20 tons respectively. 
STEVEDORES: Port Enterprise “Luka’ is the sole stevedoring 
company. Working 2 shifts: from 0700 to 1500 hrs. and 1500 to 2300 hrs. 

turdays, Sundays and holidays may be worked on overtime. 
MEDICAL: Hospital and all kinds of medical assistance available. 
FRESH WATER: Available from quay. 

VEL: Available by barge from Rijeka — advance notice required. 
REPAIRS: Available from local shipyard “Uljanik” and “Pula”. 
GURVEYORS: Lloyd's Register and Norske Veritas. 

ANGWAY/DECK WATCHMAN: Service available. 

PENING/CLOSING HATCHES: May be carried out by crew otherwise 
ty Stevedores on extra payment. 

USTOMS ALLOWANCES: About 40 cigarettes and reasonable 
tarde of wine/spirits per man per day. 
yal GEAR: Loading/discharging by ship's own gear. 

At ATRIATION: Possible by train, bus and air. 

RPORT: At Pula. 

E: GMT plus 1 hour. Summertime kept. 


POLICE/AMBULANCE/FIRE: Police tel. 


Fire tel. 93 92; Ambulance tel. 94; 


CROATIA 


IDENTIFICATION CARDS: Shore passes issued. 

REGULATIONS: Speed limit: Within a line joining Prostina Point (Point 
Kristo) and Kumpar Point vessels must proceed at a speed not 
exceeding 8 knots and within a line joining Andrija Island and Sv. Petar 
Peninsula at a speed not exceeding 5 knots. 

GENERAL: Lloyd's Agents: Jadroagent-Rijeka. 

AUTHORITY: Lucka Kapetanija-Pula, Obala Marsala Tita 18, 52000 
Pula, Croatia. Tel: 22037, 27646. Telex: 25251. Cables: Luckap Pula. 
FAX: 27646. Contact: The Harbour Master. 


AGENT: Jadroagent — Pula, Obala Marsala Tita 14, 52000 Pula. 
Tel: 225-68-41878 Cables: Jadroagent Pula. Telex: 24710 Rh Jadrag. 
Fax: 41799. 


RIJEKA (including Bakar, Omisalj, Urinj, Sepen and 
Rasa): 45.19 N. 14.26 E. (See Plan) 


PORT LIMITS: Outer line of Anchorage area. 
DOCUMENTS: 
5 Crew Lists 
5 Passenger Lists 
3 Manifest of Dangerous Cargo (send cable before arrival with 
description) 
3 Stores Lists 
2 Private Declaration 
2 Narcotics Lists 
9 Cargo Manifests 
3 Freight Manifests 
2 Transit Manifests 
2 Cargo Plans 
2 Copies of Bill of Lading 
Cargo and Freight Manifests and Cargo Plan with Hatch List if possible 
should be mailed to Agent from loading port. 
APPROACHES: The access entrance to the Rijeka Port Basin is 270 m. 
wide and that of the Susak Port Basin is 45 m. wide. 
PILOTAGE: Compulsory for vessels over 500 g.r.t. Pilot boards in the 
roads within anchorage area limit. Pilot on VHF Channels 8, 12 and 16. 
For oil terminal at Omisalj, Pilot boards 5 miles south of Rijeka Main 
Light. On request, Pilot will board tankers over 200,000 d.w.t. in the 
Northern part of Kvarner at Lat. 45° 02’ N., Long. 14° 14’ E. approx. 
Pilot available 24 hours. ETA to be sent 72 hours, 48 hours and 
24 hours prior to arrival 
ANCHORAGES: All vessels with exception of those loaded with 
prey oa or hazardous cargoes, must anchor in the zone enclosed by 
the following points: 
(a) Lat. 45° 20.0’ N., Long. 14° 22.7’ E. 
(c) Lat. 45° 15.1’ N., Long. 14° 27.1’ E. 
(b) Lat. 45° 17.5’ N., Long. 14° 20.0’ E. 
(d) Lat. 45° 18.4’ N., Long. 14° 28.5’ E. 
Tankers and vessels with dangerous cargoes must anchor in the 
following zone: 
(a) Lat. 45° 17.8’ N., Long. 14° 28.0’ E. 
(c) Lat. 45° 14.1’ N., Long. 14° 29.4’ E. 
(b) Lat. 45° 15.1’ N., Long. 14° 27.1’ E. 
(d) Lat. 45° 16.1’ N., Long. 14° 31.8’ E. 
HEALTH: To obtain Free Pratique 24 hours before arrival advise 
following details: number of crew and passengers, health conditions and 
possible infectious diseases. No person allowed to leave vessel until 
Free Pratique obtained. 
RADIO: Rijeka Radio, call sign 9AR 500 kHz, Radio telephone on 
2 metre band covering area of North Adriatic or by VHF Channel 16. 
VHF: Port Authority on Channels 16 and 10. Tugs on Channels 16 and 
9. Pilot on Channels 16 and 9. 
TUGS: 1,400 h.p. to 3,000 h.p. available. 
BERTHING: General Cargo Facilities: 
Rijeka Basin: 
De Franceschiev Gat (The De Franceschi Pier): 


East: Length 150 m. 

Depth alongside 7.30 m. 
Head: Length 80 m. 

Depth alongside 6 m. 
West: Length 135 m. 


Depth alongside 6.30 m. 
The 32 ton crane has been installed for loading/unloading heavy lifts 
with the possibility of using grab for loading/unloading smaller quantities 
of bulk cargo in direct operation. 
Equipment: 132 ton “Ganz” crane (east side) 
1x 3 ton “Ganz” crane (west side) 
for handling small lots of general cargo. 
Becko Pristaniste (The Wien Quay): 
Length 246 m. 
Depth alongside 9.60 m. (31 ft. 6 in.) 
By fitting appropriate quay fendering, this quay can accommodate 
vessels with maximum length of 200 m. and maximum draft 32 ft. 10 in. 
It is mainly used for direct or indirect loading/discharge operations of 
larger lots of general cargo. 
Equipment: 7 x 3 ton dockside cranes. 
Orlandov Gat (The Orlando Pier): 
East: Length 195 m. 
Depth alongside 8.50 m. 
This quay is mainly used for direct or indirect loading/discharge 
operations of larger lots of bulk or general cargo. 
By fitting appropriate fendering vessels of max. length 195 m. and 
max. draft 31 ft. 6 in. can be accommodated. 
Equipment: 3x5 ton dockside cranes. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englay 


Pier Head: Length 84 m. 
Depth alongside 7.5 m. 
West: Length 169 m. 


Depth alongside 8 m. 
This quay is mainly used for direct or indirect loading/discharge 
operations of general cargo and perishable goods by means of ship's 


cargo gear. 
Visinov Gat (The Visin Pier): 
East: Length 120 m. 

Depth alongside 7.30 m. 
Head: Length 79 m. 

Depth alongside 7.20 m. 
West: Length 120 m. 


Depth alongside 7.30 m. 

The Pier is mainly used for direct or indirect loading/discharge 
operations of general cargo. 

Prasko Pristaniste (The Praha Quay): 
East: Length 161 m. 
Depth alongside 7.30 m. 

This quay is mainly used for direct or indirect operations of general 
or bulk cargo lots. 

West: Length 200 m. 
Depth alongside 7.50 m. 

This quay is normally used for loading/discharge of larger lots of 
general or small lots of bulk cargo by grabs (26 ton cranes). By fitti 
appropriate fendering a ship with max. length 180 m. and max. dra’ 
31 ft. 6 in. can be accommodated. 

Equipment: 4x3 ton and 2x6 ton “Ganz” dockside cranes. 
Zagrebacko Pristaniste (The Zagreb Quay): 

Length 158 m. 
Depth alongside 6.25 m. 

This quay is mainly used for direct or indirect/discharge operations of 
smaller lots of general cargo. 

“Adamicev Gat” and “Gat Karoline Rijecke"’ (The “‘Adamich Pier'’ and 
the “Caroline of Rijeka Pier’’): These two piers within the Rijeka Port 
Basin, with the total quay length 450 m. and max. depth about 6 m., are 
used for the accommodation of passenger ships, car-ferries, fishing 
vessels and other smaller craft. 
Riva Boduli (The Boduli Quay): 

Length 189 m. 

Depth alongside 6.50 m. 

This quay is mainly used for joecngumcaccd smaller volumes of 
abbey cargo, and is used occasionally for berthing and handling smaller 

‘oll-on/Roll-off vessels. 

Lukobran Rijeka (The Rijeka Breakwater): 
Length 1,768 m. 
Depth alongside 5.50 m. — 7.20 m. 

A 10,000 d.w.t. floating dock is berthed along the breakwater quay. 
On the quay there is a port control centre with pilot station. The 
operational part of the quay is 700 m. long and is used for loading/ 
unloading smaller lots of general cargo and for direct operations wit! 
bulk cargo and timber. A part of the quay is used for ship derat and for 
occasional minor repairs on ships. 

Equipment: 4 x 5 ton dockside cranes. 

Note: Almost all the quays and breakwaters are rail and road connected. 
Susak Basin: 
Senjsko Pristaniste (The Senj Quay): 

Length 240 m. 

Depth alongside 6.50 m. 

This quay is mainly used for direct or indirect operations of general 

cargo and timber. 
quipment: 7 x 3 ton dockside cranes. 
Vinodolsko Pristaniste (The Vinodol Quay): 
Length 132 m. 
Depth alongside 7.50 m. 

Mainly used for loading timber by means of the ship's own cargo gear. 

Ruzicev Gat (The Ruzic Pier): 


North: Length 106 m. 
Depth alongside 8 m. 
South: Length 106 m. 


Depth alongside 6.70 m. 

This pier is mainly used for the loading/discharge of smaller lots of 

jeneral cargo or timber and for unloading smaller volumes of liquid cargo 
wine, latex, etc.). 

RANES: Shore cranes with lifting capacities from 1.5 to 5 tons 
available at respective berths except at The Orlando Pier — West side, 
Visin Pier, Zagreb Quay, Boduli Quay, Vinodol Quay and Ruzic Pier, 
where vessel's own gear must be used. Floating cranes of 30 and 100 
tons. At shipyard 3.Maj” berth (20 ft.) 1 bridge crane of 300 tons. 
CONTAIN FACILITIES: Kontejnerski Terminal (The Container 
Terminal): The Container Terminal is located in the Eastern part of the 
Susak Port Basin at the mouth of the river Riecina. It includes a quay 
with 2 berths, The Kostrena Quay (South and West), (244m. and 
163 m.) with depth alongside 12 m. and 10 m. respectively and a 60 m. 
wide Ro-Ro ramp at Riva Galioti. Max. draft 11.0 m. 

Equipment: 240 ton container cranes, straddle carrier, side loader, 
trailers, tugmasters, fork lift trucks, etc. 

The terminal has about 100,000 sq.m. stacking area and a special 
container repair workshop. 

Total annual capacity of the terminal is 100,000 TEUs. The terminal 
area is being constantly extended. 

Ro/Ro vessels handled at Bakar. 

BULK CARGO FACILITIES: 
Rijeka Basin: 
Budimpestansko Pristaniste (The Budapest Quay): 
East: Length 110 m. 
Depth alongside 7.8 m. 

The quay is mainly used for working vessels carrying general cargo. 

West: Length 257 m. 
Depth alongside 12.95 m. 
Max. draft 42 ft. 6 in. (even keel). 
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The silo located on this quay has a 57,000 tons storage Capacity 5 
grain and oleiferous seeds and is equipped with 2 ship loaders/unloads 
with a total capacity of 600 t.p.h. ‘ 

Vessels of maximum length of 250m. can be accom 
provided that the ship lies 8 m.—10 m. distant from the quay, bertheg, 
dropping port bow anchor, stern line being moored to the buoy. 
Bratislavsko Pristaniste (The Bratislava Pier): 

Length 160 m. 
Depth alongside 7.90 m. 

This pier includes a covered storage for fertilisers, single Storag 
capacity 15,000 tons, and is ake with the handling and baggr, 
facilities for all types of fertilisers. 

By fitting appropriate fendering vessels with max. length 180 m. a 
max. draft 32 ft. can be accommodated. 

Susak Basin: 

Lukobran Susak (The Susak Breakwater): 
Length 320 m. 
Depth alongside 6.50 m. 

The breakwater quay is mainly used for loading/discharge of dry by 
cargoes and ships with max. length 180 m. and max. draft 31 ft. 6; 
can be accommodated. The ship must be berthed at a distance; 
5m.—6m. from the quay by dropping the port anchor with stern ji; 
moored to the breakwater. 

Equipment: 6 x 5 ton dockside cranes. 

Bakar: 

Obala Podbok (The Podbok Quay): 
Length 400 m. 
Depth alongside 18.50 m. 

Vessels with max. length 300 m. and max. draft 17.50 m. can} 
accommodated (170,000 d.w.t.). The quay is used for 
discharging bulk cargoes such as iron ore, bauxite, coal, etc., rate y 
to 2,000 t.p.h. Max air draft 16.0 m. 

Equipment: 3 ship unloaders (1 x 45 ton and 2 x 16 ton capacity 
The stockyard storage capacity is 400,000 tons. An additional area } 
200,000 tons has been reclaimed from the sea. A special convey 
system connects the bulk cargo terminal with the nearby Coke Plant« 
the West coast of the Bay of Bakar for unloading and delivery of ox 
to the Coke Plant. 

Obala Goran (The Goran Quay): 
Length 84 m. 
Depth alongside 9 m. 

This quay is used for loading coke into smaller vessels and for loading 
unloading operations with general cargo stored in the Back-up Storay 
Facility “Skrljevo”. 

Ships of 160m. length and max. draft 29 ft. 9 in. can& 
accommodated. To the West of the quay a new Roll-on/Roll-off berth: 
being constructed. 

Equipment: 2 x 5 ton dockside cranes. 

Also see “Shipmaster's Report” dated November 1979. 
SCeaae CARGO HANDLING FACILITIES: 

pen: 

New terminal for gas and liquid chemicals carriers at Sepen-Krk Islat 
(about 8 nautical miles S.S.E.'ly from Rijeka port) operated by Dina- 
Petrokemija. It consists of three berths: 2 T” concrete jetties and o 
concrete multi-purpose berth. Jetty “A” is for gas carriers up to 15,0 
cu.m., max. draft 10.5 m. Jetty B” is for chemical tankers up to 60,00 
d.w.t., max. draft 15 m. Length of multi-purpose quay is 90 m., ma 
draft 6 m., no shore cranes. Loading arms (8 in.) for ethylene liqué 
ethylene vapour, VCM liquid and VCM vapour are on Berth “A”. L 
arms (8 in.) for fuel oil, caustic soda solution and EDC liquid (plus & 
vapour 3 in.) are on Berth “B”. 

Srsica: Near Urinj tanker terminal. At Srsica there is a berth for load 
LPG. Length of berth 68 m., depth alongside 10.0 m. Max. size 4,50 
ae Loading rate 200 t.p.h. through 16 in. flexible hose. 

asa: 

Bazen Rasa (The Rasa Port Basin): The Rasa Port Basin is localé 
some 30 nautical miles S.W. of Rijeka in the naturally protected bay! 
Rasa which is 5 km. long, with the navigable channel about 40 m. det 

The port facilities in the Bay include: 

165 m. long quay, with 11 m. depth alongside, used mainly for loadi¢ 
unloading sawn timber. The quay area includes about 150,000 sq.m! 
open space and 40,000 sq.m. of covered storage space for timber. 

Equipment: 3 x 5 ton dockside cranes. 

Separate pier with a berth, 25m. long and 7 m. deep enabling 
accommodation of ships up to 100 m. in length; it is exclusively ust 
for loading livestock. The livestock terminal also includes a stable ® 
the acceptance of about 1,400 head of cattle at a time. 
STEVEDORES: Port Enterprise “Luka” Rijeka is the sole stevedom 
company. Working 2 shifts: 1st from 0630 to 1430 hrs., 2nd shift fro" 
1430 to 2230 hrs. Saturdays, Sundays and holidays may be worked? 
overtime. Unloading of bulk cargo at the basin of Bakar during the 
shift on Saturday is considered to be an ordinary working shift. Time 
operations normally performed during first shift only. 

MEDICAL: Three hospitals and all kinds of medical assistance. 
TANKERS: At Bakar Basin, berths for tankers up to 80,000 d.w.t. si” 
to shore and up to 40,000 d.w.t. alongside quay (draft 32 ft.) load" 
refined oil products. 

At Urinj — 5 miles East of Rijeka — 1 berth for tankers up to 200.0 
d.w.t. discharging crude oil. Also used for loading of virgin napht 
shipments. Tankers moor stern to quay using both anchors. Depths! 
17 m. marked by 2 buoys. Cargo hoses: 1 flexible floating hose of 20° 
with 2 ends of 12 in. each. For connecting hoses on ship's manifow! 
derrick or crane of minimum 5 tons S.W.L. required. Also # 
“Shipmaster's Report” dated February 1980. 

At Omisalj (Krk Island) (Lat. 45° 13.4’ N., Long. 14° 32.2’ E.) —7 me 
S.E. of Rijeka — new oil terminal for tankers up to 350,000 6¥ 
(minimum size 40,000 d.w.t.) and with draft up to 27 m. Two “T” sh@ 
piers (steel platforms) for alongside berthing. Each berth is equip® 
with four Spe tg arms of 16 in. for crude oil discharge and 2 arms! 
12 in. for bunker delivery. Fresh water available, rate 25 t.p.h. 


‘TY: 1020 to 1025 depending on place, season and weather. 
SH WATER: Available from quay in any quantity. 
FUEL: All grades of bunker available by barge — advance notice 


eae PRECAUT IONS: If 2 tankers moored side by side in Bakar, tug 

required to stand-by. Tankers moored stern to quay must have towing 

CO iSuLs: Netherlands, Sweden and Denmark. 

REPAIRS: All kinds available. 

DRY DOCKS: 3 Floating Docks: 5,600 tons, 12,000 tons and 25,000 

tons lifting capacities. ; : b 

SURVEYORS: Lloyd's Register, Bureau Veritas, American Bureau, 

Croatian Register of Shipping. : ; 

GANGWAY/DECK WATCHMEN: Service available. 

OPENING/CLOSING HATCHES: May be carried out by crew, otherwise 
stevedores for extra payment. 

CUSTOMS ALLOWANCES: About 40 cigarettes and 0.5 litre wine and 

a reasonable amount of spirits daily per man. 

CARGO GEAR: Although operations usually by shore cranes, ship must 

have efficient cargo gear and relative certificates. 

REPATRIATION: Possible by train, bus and air. 

AIRPORT: At Krk Island (28 km. from Rijeka). 

TIME: GMT plus 1 hour. Summertime is GMT plus 2 hours. 

HOLIDAYS: January 1st; May 1st; May 30th; June 22nd; August 15th; 

December 25th and 26th. Work can usually be arranged on Saturdays 

and Sundays from 0700 hrs. to 1400 hrs. on extra payment. 

TELEPHONES: Connection possible upon special request. 

SERVICES: Facilities for discharge of tank-washings at Bakar, compass 

adjusting. 

DENTIFICATION CARDS: Shore passes issued. 

GARBAGE DISPOSAL: Collection of garbage is performed, in principle, 

every second day of vessel's stay in port. Charges: up to 500 g.r.t. 

U.S.$ 64, 501 — 1,500 g.r.t. U.S. 84, 1,501 — 5,000 g.r.t. U.S.$ 136, 

5,001 — 10,000 g.r.t. U.S.$ 154, over 10,000 g.r.t. U.S.$ 158. Garbage 

services are provided by Cistoca, Tel: 39899. 

WASTE OIL DISPOSAL: Collection of liquid wastes available by m/t 

‘Ecomar”, capacity 1,000 tonnes, managed by Adriatic Maritime 

Service, Rijeka, Tel: 214229, Telex: 24612, Fax: 31403. Charges for a 

single use U.S.$ 840.00 plus additional charge for each cu.m. of waste, 

1-100 cu.m. U.S.$ 15, 101 — 200 cu.m. U.S.$ 13.20, 201 — 400 cu.m. 

US.$ 10.80, 401 — 600 cu.m. U.S.$ 9.60, 601 — 1,000 cu.m. U.S.$ 8.40. 

SEAMAN’S CLUBS: None. 


CURRENCY: Croatian Dinar (CRD). U.S.$1.00 = CRD 6200.00 
(8.3.94). Local currency restrictions on arrival/departure: 
2,000,000 CRD. 


DELAYS: Waiting for some specialised berth occasionally experienced. 
GENERAL: Lloyd's Agents, Jadroagent — Rijeka. 


SHIPMASTER’S REPORT: Bakar: November 1979. 
Approaches: Entry to Rijeka Bay is made between mainland (Istra) and 
the island of Otok Cres. A small ferry runs between the two from a 
landing stage just North of Rt. Prestenice and another connects with 
Rijeka. A very conspicuous, red and white horizontal striped 700 ft. high 
chimney is situated about 1.5 miles West of Bakarski Zaliv and makes 
agood steering guide for the run across as the actual entrance is difficult 
to pick out being very narrow and blending in with the hills behind. 
Anchorage: Initially we were ordered, by Port Authorities, to anchor 
i mile S.W. of the chimney but later requested to move closer to Rijeka 
for convenience in servicing vessel. Second anchorage 1.5 miles South 
of main breakwater. Depth of water both places 32 fathoms and we used 
10 shackles cable on port anchor. Bottom is glutinous mud and despite 
Force 8, gusting 9 winds we held our position although many cargo 
ships dragged quite alarmingly. The normal winds for this time of the 
year (November) are the “bora”, a cold strong N.E. wind which funnels 
down the mountains and can develop suddenly to gale force. We had 
unusually strong and prevalent S.E. winds during 10 days at anchor. 
Communications: Pilot station listens on VHF Channel 16 and works 
Channel 8. Rijeka Radio was very easily contacted on VHF and proved 
of great help in connecting with Agents, Owners and Charterers. Rijeka 
Radio not quite as good for contact on W/T as does not seem to follow 
the times for listening as laid down. R/T proved difficult as well, due to 
his frequencies being same as other main radio stations. 
Port Officials: Agent and boarding party boarded morning after arrival 
and cleared ship with very little difficulty, only normal representation 
fequired. Shore passes, made out by Agent, sent on board later same 
day. Permission to immobilise engines and lower lifeboats given by 
Harbour Master on arrival although this later cancelled due to approach 
of storm after 24 hours. 
Shore Leave: It is possible to arrange for shore launches while at anchor 
‘0 give shore leave but the service can be curtailed due to bad weather 
and in Winter could result in crew being stranded ashore. Last boat from 
the port being 2200 hrs. At the berth, no restriction on shore leave exists 
oh there is an excellent bus service into Rijeka from the village of Bakar. 
"ices are comparable with U.K. and quality of goods similar. In Bakar 
ax 'S an excellent restaurant, family owned, which serves first class 
a 'N very nice surroundings. The Owner speaks perfect English. 
resh Water: At anchor, limited water is available by tug but very 
®xpensive. On the berth, good quality water is readily available in any 
Quantity required. 
unkers: Both intermediate and diesel oil is available by barge, price 
unknown but thought to be above average. Normally ships taking large 
Gunitities of bunkers would bunker at Augusta, Sicily. 
ores: Storing poses a problem due to several points. The access to 
® ship on the berth is difficult for large lorries as the extension to the 
re i Carried out over the past 3 years has wrecked the approach road 
ta € face of the wharf and also the lorries if they make it to the wharf 
Not get close alongside due to the conveyor belt and rails. 
ann’ at the anchorage also poses problems as there are no barges 
im le for carrying large amounts and launches were used to bring the 
®S Out to the ship but these can only carry a small quantity at a time. 
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We had to load some large and heavy pieces of engine spares which 
had been sent from UK by lorry and these were transferred to a pontoon 
barge for delivery to the ship. 
Crew Changes: Personnel were routed through Zagreb* mainly and this 
entailed a 4 hour drive from the airport to the ship, although it is possible 
to send people via Trieste which is a bit nearer. On arrival at Rijeka they 
have to see Immigration and are issued with shore passes. Wives and 
children should be entered on a passenger list and not included on the 
crew list as they get a special pass for 90 day entry. 
“Whether this is normal routeing or was Company's choice is not 
nown. 
Cargo Handling: Berth has been extended and depth alongside 
increased to allow vessels drawing 17.5 m. to safely lie alongside 
although the 48 ft. 6 in. rock which was found previously at the Eastern 
end of the berth is still there according to the Pilot. (Approximate position 
of rock about 50 ft. off wharf and about 250 ft. from Eastern end). Berth 
is left in a very broken down looking state and lacks decent mooring 
posts at the Western end. Cargo is handled by 3 grabs (although only 
2 were in use this call) 1 very large and the other 2 much smaller. 
Discharge rate on this call was averaging 30,000 t.p.d. with the major 
share being done by the larger grab which is at the Western end of the 
wharf. Cargo is either taken directly away by ore trains (if iron ore) or 
dumped onto back of wharf, or, if coke is taken direct to a coking factory 
on the other side of the bay by a covered conveyor belt. Storage or 
scab facilities are very limited and this has a controlling effect on 
the discharge. When discharging iron ore, if insufficient trucks arrive and 
the stockpile is full, then discharge is on a stop/go basis and slow and 
also fully dependent on the trucks arriving regularly. This ship discharged 
149,320 tonnes in 6 days as against a previous call experienced when 
118,1 ad tonnes were discharged in 6.7 days. Maximum air draft 16.5 m. 
on berth. 

Stevedores were good and co-operation was good. Any damage 
caused was repaired before departure without causing any delay to the 
ship and the standard of repair was good. 

Repairs: Besides the “3 MAJ” shipyard, there are quite a few smaller 
yards and workshops where repair work can be arranged. 

Medical: There is a special clinic for seamen which opens at 1200 hrs. 
In attendance at that time is a general doctor who refers patients to the 
different specialists and usually entailed a visit next day to see those 
people. 

Customs Allowances: On arrival, each man allowed 200 cigarettes and 
0.5 litre wine/spirits during stay. Customs would allow an issue every 
5 days of 200 cigarettes per man and 8 bottles of spirits for the ship. 


SHIPMASTER’S REPORT: Urinj: February, 1980. 

INA Petroleum Co. Berth: See “Plan”. 

Office: The Port of Urinj, telephone 761.011 ext. 250. Can be contacted 
via Rijeka Radio at any time. 

Berth: The petroleum berth of Urinj (Lat. 45° 17’ N., Long. 14° 31.7’ E.) 
is situated 5 miles E.S.E. from the Port of Rijeka. Its position is marked 
by a buoy whose characteristic is Fl.W. 3 sec. It is open 24 hours a day 
for commercial activities. The depth of water at this berth varies from 
45 m. to 20 m. below the level of mean tides. The bottom is mud. 
Because of this it can accept tankers up to 200,000 d.w.t. 

Documents on Arrival: The following documents are required on arrival: 
copies of a Crew List (full personal data, including birth place, date 
of birth, etc., are necessary). 

copies of Passenger List — if any 

copies of List of Ship's Stores 

copies of Manifest of Dangerous Goods — if any 

copies of Customs Declaration List 

copies of Transit Cargo Manifest 

Cargo Manifest with extra copy for Customs. 

Notice of Arrival: Vessels should give notice of arrival to their Agents 
via Rijeka Radio 48 hours and 24 hours in advance. 

Approaching Directions: After passing Cape Jablanac a course of 060° 
leads safely to the tanker anchorage. The Pilot will board at anchorage 
area from a tug if the vessel is to proceed to the berth immediately. 
VHF: Vessels equipped with VHF radio telephone should contact “Rijeka 
Pilot” on Channel 8 or “Rijeka Radio” on Channel 16 for berthing 
instructions. 

Tugs: For berthing of a vessel the use of tugs is obligatory. 

Gangway: Vessels should use their own port side gangway. 
Manoeuvring: When the Pilot boards the vessel and forward tug is 
secured, both anchors (with one shackle in the water) should be ready 
for use. The stern mooring lines are carried toward the shore by a 
mooring boat. Usually 9 to 10 lines are used (6 from the vessel, and 4 
from shore). 

Connecting Hoses: After mooring operations have been completed, the 
connecting hoses will be brought alongside the starboard side of the 
vessel by a workboat. There are 2 12 in. hoses available, one for crude 
oil and one for products. Connecting and disconnecting of the hoses will 
be done by INA personnel, supervised by the Port Captain. The 
assistance of the ship's crew in operating windlasses, winches, etc. is 
required. 

Note: 

(a) A minimum S.W.L. of 5 tons is required for the 12 in. hoses. 

(b) The vessel is responsible for good condition and effectiveness of 
the equipment. 

(c) Vessels are required to keep main engine on stand-by all the time 
during their stay in berth, therefore no repairs to the main engine of the 
vessel may be undertaken during berthing. Power must be kept on for 
possible adjustments of mooring lines, anchors, and derricks. 
Discharging: When the connecting of the hoses is completed, and the 
Ullage Report completed, Chief Officer will report the readiness of the 
vessel for discharging operations. The vessel is required to discharge 
the cargo as quickly as possible. Max. discharging rate is about 6,000 t.p.h. 
Sailing: After the discharging operation is completed, the vessel should 
leave the berth as soon as possible. The Master should keep in touch 
with the Port Captain who will despatch a Pilot and Authorities on time. 
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Deballasting: After arrival at anchorage or berth and Free Pratique has 
been granted, the Loading Master will take samples of the ballast water 
for quality checks. Permission to discharge ballast water overboard will 
be granted by the Port Captain only. If laboratory analysis is not accepted 
by the Port Captain, vessel must shift to the slop-discharging installation 
at Bakar. The “not accepted ballast water” must be discharged there 
through stern discharge line only. After tank cleaning and line-flushing, 
vessel will be returned to Urinj with or without ballast at Master's option. 
Loading: INA Refinery produces several kinds of products. 
Cargo Loaded: Clean unleaded virgin naphtha. 
Density at 15° Centigrade —0.74. 
Loading rate — average 1,500 cu.m.p.h. 
Documents on Sailing: The following documents are required on sailing: 

4 copies of Crew List. 

4 copies of Passenger List. 

2 copies of List of Ship’s Stores. 
Free Pratique: To obtain Free Pratique by radio, vessels should send 
the following information to their Agent 48 hours in advance via Rijeka 
Radio: 

The number of crew and passengers, 

Health conditions and possible infectious diseases. 
Note: No one is allowed to leave the vessel until Free Pratique is granted. 
Medical: There are 3 well equipped hospitals in Rijeka whose medical 
staff is capable of giving full medical protection. 
Fresh Water: There is an unlimited supply of fresh water available. It is 
supplied by a floating pipeline attached to the Eastern signal buoy. 
Fuel: All grades of bunker are available. Order must be placed 48 hours 
in advance. 
Laundry: Laundry service has to be ordered immediately after arrival in 
order to ensure delivery of the clean laundry in time. 
General: All kinds of repairs available by shipyard “Viktor Lenac’’. 

There is a floating crane capacity up to 100 tons. 

Dry docks accepting ships up to 60,000 d.w.t. also available. 
Ship Supplies: \n order to ensure timely supply of food and groceries 
vessel should place an order through the authorised stores (ship 
chandlers) immediately after or before arrival by radio. 
Shore Passes: Shore passes are required for personal identification and 
serve as an entry permit to the terminal. Shore passes must be returned 
to the Immigration Office before sailing. 
Transportation: During the time at the berth transportation of the crew 
and passengers from the vessel to the terminal is arranged by a shore 
launch from 0800 hrs. — 2400 hrs. 
Lights: Manifold and poop mooring areas should be adequately lit to 
enable night mooring and discharging operations to be carried out with 
safety. Sea area around the ship also has to be properly illuminated. 
Deck Watch: Deck watch must be maintained at all times while the 
vessel is in berth. In addition to its normal duties, the watch must inspect 
the hose connections and area around the ship against oil spillage, 
pollution, and to prevent unauthorised persons from boarding the vessel. 
Action in Case of Emergency: In the event of a fire, oil spillage, or other 
emergency on the vessel, the emergency signal is 3 or more blasts of 
not less than 10 seconds duration each on whistle or siren supplemented 
by a continuous ringing of the general alarm bells. 


SHIPMASTER’S REPORT: Rasa: October 1984. 

Location: Lat. 45° 01.6’ N., Long. 14° 03.2’ E. 

Documents: Same as Rijeka. 

Pilotage: 48 and 24 hours’ notice of ETA must be given to Agent. Pilot 
boards vessel off Traget Point (Lat. 45° 01’ N., Long. 14° 03.5’ E.). 
Sometimes Pilot boards off Ubas Point (Lat. 44° 56’ N., Long. 14° 04’ E.) 
by special arrangement. Pilot on VHF Channel 16. 

Approaches: For obtaining Pilot off Traget Point, necessary to navigate 
through Zaliv Rasa Strait. This passage is easy during daytime, using 
the middle of the channel. 

Anchorages: Off Traget Point with good sandy bottom and depths from 
10 m. to 12 m. 

Tugs: Not available. 

Berthing: For oes Pilot uses the starboard anchor for turning the 
vessel. There are 2 berths, 1 for loading livestock and 1 for loading 
general cargoes and special lumber from Austria. This berth is about 
200 m. long with a depth of 10 m. 

Cranes: 3 shore cranes of 5 tons and other equipment is available. 
Stevedores: Port Enterprise “Luka” is the sole stevedoring company. 
Working 2 shifts from 0730 — 1400 hrs. and 1500 — 1900 hrs. Saturdays, 
Sundays may be worked on overtime. Loading rate 2,500 cu.m. of 
lumber per day. (approx.) 

Fresh Water: Available from quay. 

Cargo Gear: Stevedores use shore cranes and ship's gear together. 
Repatriation: Possible by bus to Rijeka or Pula and then by air or train. 
Airport: Nearest airport at Pula. 

Time: GMT plus 1 hour. 

Identification Cards: Shore passes issued. 

Telephones: Near to the berth through telephone centre. 


SHIPMASTER’S REPORT: Sepen: August 1987. 
Port: Omisalj Products Terminal, Port Dina, Sepen Bay. 
Chart: B.A. Chart No. 2719. 
Location: The Terminal is located at Pt. Zaglau in Sepen Bay on Krk 
Island (near Rijeka). 
Documents: 

6 copies Crew List. 

2 copies Crew Declaration. 

2 copies Manifest. 

1 copy Health Declaration. 

1 copy Arms and Ammunition List. 

1 copy Drugs and Narcotics List. 

1 copy Passenger List. 

3 copies Cargo Manifest. 

All passports. 
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Shore passes are issued and have to be returned before dep; 
The Stores Declaration is required on departure showing stores Uy 
during vessels stay in port. The bond is sealed. 

Anchorage: Vessel anchored in the pilot boarding area in a depth » 
20 fathoms. 

Pilotage: Pilotage is compulsory and available throughout 24 how, 
Pilotage outward is optional but has to be paid for even if not use 
Terminal personnel advised us that pilotage is rarely used outward, 
vessel has to wait a long time. 

Pilot boards from a mooring boat in approximate position Lat, @ 
12.4’ N., Long. 14° 31.6’ E. Pilot may be contacted on VHF Channe); 
Approaches: Two red buoys mark the shallow water to the South, 
Omisalj Peninsular. 

Two green buoys are positioned about 3 cables to the South of 
red buoy marking a 13.0 m. shoal. 

Approach is made between the 2 sets of buoys. Departure can} 
made between the berths and the green buoys. 

Tugs: Tugs available from Rijeka, but not normally used. 

Berthing: There are 2 product berths. Berth A handles gases, maximy 
draft 11.5 m. (12.5 m. CD) and Berth B handles products, maximy 
draft 15.0 m. This berth being the most Southerly. 

There is also 1 general cargo berth with a depth of 6.0 m. Lengthy 
quay 90.0 m. 

Berth A has a total flat face length of 60.0 m., being made up 45.07 
of pier face and 1 dolphin. The pier is of concrete construction and ha 
good fendering. The mooring arrangements are good with dolphins eap 
side of the pier. Moorings consisted of 2 head lines/stern lines ay 
2 springs each end. Mooring boats are used to run the lines. The pie 
is some 10.0 m. above the water level so the gangway is steep. 

Vessel always berths port side to at both berths. Ship's gangway use 

There is a shore hydraulic crane with 2 tonnes capacity which; 
available for handling stores, etc. 

Berth A is about 2 years old and is an extension of Omisalj Tanks 
ioe and can handle vessels up to 20,000 d.w.t. and a length» 
110m. 

The berth is very exposed to Northerly winds. 

Cargo: Vinyl Chloride Monomer (VCM) is exported. Two arms (mos 
Northerly) are available (8 in. 300 ASA) for liquid and vapour. Arms ay 
nitrogen purged on completion. Storage consists of 3 tanks with a toe 
capacity of 10,000 tonnes. 2 pumps are available to load _at a rate 
120 tonnes per hour. 

VCN is produced on site in a new plant. Ethylene is mixed with chioné 
to produce ethylene dichloride, this is then used to produce VCW 
Production is about 450 tonnes per day. 

Ethylene is imported. The 2 arms for vapour and liquid (8 in. 300 ASé 
are located to the South of the VCM arms. Arms are nitrogen purge 
on completion. Storage capacity is 16,000 tonnes in 2 tanks. The plat 
requires 1,000 tonnes every 2 days. Most ethylene comes from Pot 
Maguerra. 

Vapour recovery is by 2 old compressors. 

At present they require discharge temperature of — 101° C. Vapours 
also returned to the vessel for recovery on board. 

Two new compressors are being installed which will enable plantt 
handle at around —98° C to —99° C. 

First foot samples taken when loading VCM. Samples take at lea 
3 hours to analyse. 

On completion of loading VCM it is normal to allow 5 hours befor 
sailing. 

Fresh Water: Fresh water is available at both piers. They can supplyé 
9 Bar pressure if required. 

Stores: The State ship chandler in Rijeka has a good range of storesé 
moderate prices. 

General: The airport at Rijeka is about 5 miles away. The village? 
Omisalj is about 30 minutes walk from the Terminal main gate (transpo’ 
is compulsory to the gate from the pier). There is a bank in the villag 
which is open late in the Summer. European currencies and dollars m 
be exchanged. 


AUTHORITY: Lucka Kapetanija (Harbour Master's Office), Senjs* 
Pristaniste 3, Rujna 3, 51000 Rijeka, Croatia. Te/: 214113. FAX: (05 
211660. Cables: Kapetanija Rijeka. Contact: Mr. Ivica Simic, Operatiot 
Security Chief. Te/: 214031. Telex: 24634 kapri. 

Luka Rijeka (Port of Rijeka), Riva 1, P.O.Box 146, 51000 Rije 
Croatia. Tel: (051) 213222 (Central), 211379 (Director General), 213% 
(Commercial Director). Telex: 24165 Lukari RH. Cables: Luka Rijet 
Contact: Miroslav Bucek, Deputy Director General. Marinko Zunt 
Operations Manager. 

AGENT: Jadroagent — Rijeka, Riva 16, 51000 Rijeka, Croatia. Cabé 
Jadroagent Rijeka. Telex: 24100 Rh Jadrag, 24268 Rh Jadrag. 


SIBENIK: 43.44 N. 15.53 E. 


DOCUMENTS/HEALTH/HOLIDAYS: Same as “Rijeka”. 
PILOTAGE: Compulsory for vessels over 500 g.r.t. Pilot Station local# 
in position Lat. 43° 41.5’ N., Long. 15° 52.3’ E. 

Pilot Station for vessels with dangerous cargo is in position 4 
43° 38.7' N., Long. 15° 52.5’ E. 
ANCHORAGE: Small vessels coming from the West can anc? 
between Prvic Island and the shore. 

Anchorage for Sibenik Port is within the following area: 

(a) Lat. 43°40’ 30” N._ Long. 15° 52’ 45” E. 

(b) Lat. 43°41’ 25” N. Long. 15° 52’ 45” E. 

(c) Lat. 43° 40’ 40" N. Long. 15° 53’ 30” E. 

(d) Lat. 43°40’ 00” N. Long. 15° 53’ 30” E. 


gesTRICTIONS: All vessels over 50 g.r.t. must apply for permission to 
st. Ante Channel by using International Code Signal “2” by flag 

uring daylight hours and a white light above a red light visible 2 miles 

giround or @ sound signal (letter “Z" of morse code) during night hours. 

f may enter channel only when authorised by a signal, 2 black 

balls vertically disposed by day or 2 green lights vertically displayed by 

night, made by the signalling station at Jadrija. Signal Station on VHF 

channel 71. 

oAX SIZE: Only draft limited. 33 ft. alongside in deepest berth. 

VHF: Pilot has VHF available and maintains listening watch on Channel 

«4, Harbour Office on Channels 10 and 16. 

RADIO: None. Vessel may call Agent through Split Radio and Rijeka 


N10. 
bn 1 of 750 h.p. 

‘Al vessels over 2,500 d.w.t. have to use tug for berthing and 
ynberthing, and all vessels over 20,000 d.w.t. transitting the St. Ante 
Channel require tug assistance. 

BERTHING: 

Opala RM: Length 274 m., draft up to 7m. — no shore cranes. 

Gat Vrulje: East side length 132 m., head 114m., West side length 
{01 m., draft up to 9 m. — no shore crane. Equipped with conveyor belt 
or loading bulk fertilisers. 

dpala Dobrika: Phosphate Terminal, length 225 m., depth 10 m. 

Obala Rogac: Length 432 m., depth 10 m. Cranes: 2x7 tons, 3x5 tons. 
Obala Sipad: Length 294 m., draft up to 7 m. — no shore cranes. 

Qbala Crnica: Length 120 m., draft 7.5 m. — 1 shore crane — 8 tons. 
BULK CARGO FACILITIES: Ores and minerals (phosphate) at quays 
Rogac and Dobrika. 

dbala Dobrika: Phosphate handling, capacity 400 t.p.h., storage 
capacity 120,000 tons. 
STEVEDORES: Port Enterprise: “Luka” — 

stevedoring company “Sipad”. 

Port works in two shifts: 0700 — 1500 hrs. and 1500 — 2300 hrs. 
Overtime possible 2300 — 0700 hrs. 

Timber operations normally performed during first shift only. 
MEDICAL: Medical service available including hospitalisation. 

DENSITY: 1005 — 1025, depending on place and weather. 

FRESH WATER: Available from quay. 

FUEL: Diesel and Gas oil in small quantities. 

REPAIRS: Small repairs only. 

GANGWAY/DECK WATCHMEN: Available. 

OPENING/CLOSING HATCHES: If not performed by crew, can be done 
ty stevedores at additional charge. 

CUSTOMS ALLOWANCES: About 40 cigarettes and 0.5 litre of wine/ 
spirits per man per day. 

CARGO GEAR: General cargo and timber are handled using ship's 
gear. Ore and minerals by shore cranes fitted with grabs. 
REPATRIATION: By train or bus and by air from Split Airport nearby, 
or from Zagreb or Zadar. 

TIME: GMT plus 1 hour. Summertime — GMT plus 2 hours (March- 
September). 

POLICE/AMBULANCE/FIRE: Police, 92; Ambulance, 94; Fire, 93. 
TELEPHONES: No facilities for placing telephone on board. 
\DENTIFICATION CARDS: Shore passes given by local police. 
GARBAGE DISPOSAL: Compulsory service provided daily by 
stevedores. Daily charges based on g.r.t., up to 500 g.r.t. U.S.$ 29, 501 
- 1,500 g.r.t. U.S.$ 38, 1,501 — 5,000g.rt. U.S.$63, 5,001 — 
10,000 g.r.t. U.S.$ 72 and over 10,000 g.r.t. U.S.$ 84. 

WASTE OIL DISPOSAL: Can be facilitated by tanker truck. 

SEAMAN’S CLUBS: None. 

egal Croatian Dinar (HRD). U.S.$1.00 = 
(22.2.94 

GENERAL: Lloyd's Sub-Agents — Jadroagent Sibenik. 


Sibenik and timber 


HRD 6227.25 


SHIPMASTER’S REPORT: July 1986 (Updated 1992). 

Pilotage is compulsory and available day and night. Pilot boards the 
vessel in the vicinity of red pillar light buoy (RF. 12s. 4M.) in approximate 
position Lat. 43° 42.8’ N., Long. 15° 51.1’ E. Pilots operate on VHF 
Channels 16 and 14. 

The best anchorage is inside the South part of Sibenski Canal. We 
anchored in approximate position Lat. 43° 40.7’ N., Long. 15° 53.1’ E. 
The bottom is gravel, sand and algae. 

There is a phosphate pier with silos on the quay (only one pipe 
available at present, plans to build another pipe during the next year) 
‘ose capacity is 6,500 tonnes per day. Maximum permissible draft for 
‘is pier is 32 ft. but it is especially important for Master and Chief Officer 
‘know that on this pier, owing to insufficient depth, a vessel even with 
a draft of 30 ft., cannot be berthed alongside. Vessel normally 2.0 m. — 
30m. from the quay. Berthed vessel is partly aground so draft survey 
will show signifiantly less cargo than that actually loaded. It is therefore 
‘commended that draft is checked before Pilot boards and thereby 
check the actual quantity of cargo on board. Also Masters and Chief 

cers must bear in mind that water is very brackish and density varies, 
80 during draft survey density must be checked at various depths 
commended to check the density at depths 2.0 m., 6.0 m. and 9.0 m.) 
and at different locations. 
pirat Survey is made by official contro! house (Adriainspekt or Isco or 
ik) on arrival and on departure. 

fesh water is available at the pier. 


AUTHORITY: Lucka Kapetanija Sibenik, Obala Oslobodjenja 8, 59000 
Sibenik, Tel: 059-24261, 26809, 26829. Telex: 27395. FAX: 27378. 
a Kapetanija Sibenik. Contact: Captain Janes Lakos, Harbour 


“GENT: Jadroagent — Sibenik, Obala Oslobodjenja 9, 59000 Sibenik. 
we: Jadroagent Sibenik. Telex: 27323 Rh Jadrag. Tel: 22-570, 22- 
(After hours) 33-340. Fax: 22-682. 


CROATIA 

SPLIT: 43.31 N. 16.26 E. (See Plan) 
DOCUMENTS: 
5 Crew Lists. 


5 Passenger Lists. 

2 Stores Lists. 

3 Personal Effects Lists. 

3 Cargo Manifests. 

3 Bills of Lading. 

1 Health Declaration. 

PILOTAGE: Compulsory for vessels over 500 g.r.t. If vessel bound for 
Split, Dugi Rat or Trogir, Pilot will normally meet vessel 0.5 miles off the 
City Port Entrance, day or night, but on request Pilot will board a vessel 
S.W. of Razanj Lighthouse (Lat. 43° 19’ N., Long. 16° 25’ E.). 

A vessel bound for Trogir may also take a Pilot 0.5 miles off Galera 
Light (Lat. 43° 28.4’ N., Long. 16° 11.5’ E.). 

It is advisable to contact pilot station on VHF Channel 12, or via Split 
Radio on Channel 16, prior to arrival. 

A vessel awaiting a Pilot can anchor South of City Port Breakwater. 
ANCHORAGES: Vessels can anchor S.E. of City Port Entrance, 
0.5 miles off the breakwater, in 40 m. depth, muddy bottom. 

In case of very strong S.E. wind it is recommended to anchor in 
Southern part of Luka Milna (Lat. 43° 20’ N., Long. 16° 26’ E.) in 25 m. 
to 30 m. depth, sandy bottom. 

RESTRICTIONS: Large tankers are handled in and out of the harbour 
during day time only. LPG carriers also enter port in day time only. 
MAX. SIZE: No restrictions except draft. Maximum permitted draft for 
passenger ships in City Port (Southern Basin) 8.8 m.; in Northern Port 
for general/bulk cargoes 10.6 m. but for grain (Silo Quay) 11.3 m. and 
for oil tankers 11.9 m. 

HEALTH: To obtain Pratique, Health Declaration required. In event of 
any disease or fever contact Agents. 

RADIO: All messages to Agent via Rijeka Radio (on HF), or via other 
Coast Stations on MF radio telephony or MF radio telegraphy and VHF. 

Answers to messages via Rijeka Radio only. 

VHF: Split Radio on Channel 16 (permanent watch). Pilot station on 
Channel 12 (listening watch from 0700 hrs. to 2000 hrs. local time), Port 
Authority on Channel 10, tugboats on Channel 14. 

TUGS: Only low power tugs available (500 KW declared by owner). 
Normally ship's lines used. If tug’s lines used 10% extra is charged. 
BERTHING: 

Northern Basin: 

Northern Port: Continuous quay of total length 870 m. divided into 
5 berths with the following permissible ship drafts: Berth No. 1, 8.5 m., 
Berth No. 2, 9.7 m., Berth No. 3, 7.3 m., Berths No. 4 and 5, 10.3 m., 
where general and bulk cargoes handled, mostly by shore equipment. 

Cement factory “Partizan”, Kastel Sucurac, length of quay 222 m., 
draft 9.7 m., cement in bulk mostly loaded. 

Cement factory “Prvoborac” Sv. Kajo, quay length 274 m., draft 
8.2 m., cement in bags only loaded. 

“Jugovinil” factory Kastel Sucurac, quay length (dolphins) 80 m., draft 
9.7 m., for LPG carriers only. 

Silo Quay, Vranjic, length 110 m., draft 11.3 m., discharging/loading 
grain by multiport. 

A. Vucicic factory, Vranjic, quay length 262 m., draft 7.3 m., where 
discharging asbestos and loading asbestos products. Shore crane and 
ship's gear used. 

Southern Basin (City Port): 

Breakwater Quay, length 230 m., draft up to 8.3m. Ro—Ro ramp 
available. 

Gat Spanjolskih Boraca (ex-Sv. Duje), total quay length 465 m., draft 
up to 7.9 m. 

Gat Proleterskih Brigada, total quay length 350 m., drafts from 3.9 m. 
to 7.0 m. 

City Port serves passenger ships and car ferries only. 

CRANES: Northern Port: 2x7 tonne bridge cranes and 4x5 tonne 
gantry cranes. Floating crane of 60 tonne lifting capacity also available. 
BULK CARGO FACILITIES: One quay (Silo Quay, Vranjic), length 
110 m., draft 11.3 m. Max. height of discharging gear above sea level 
is 8.0 m. Max. loading/discharging rates 3,000 — 5,000 tonnes. 
SPECIALISED CARGO HANDLING FACILITIES: One berth for LPG 
carriers (Jugovinil Factory Berth). 

STEVEDORES: “Lucki prekrcaj i skladista” is the sole stevedoring 
company. Work in two shifts from 0600 — 1300 hrs. and from 1300 — 
2000 hrs. 

MEDICAL: No advance notice except in case of serious illness to be 
included in arrival cable. Hospital facilities available. 

TANKERS: Two discharging berths alongside the quay. Discharge lines 
6 in., 8 in. and 10 in. 

Berth for small tankers, length 80 m., draft up to 7.0 m. 

The other quay, length 150 m. (dolphins) and permitted draft 11.9 m. 

Depending on type of cargo, average load/discharge rate is from 
300 — 600 tonnes per hour. 

DENSITY: Average density 1025. 

FRESH WATER: Available at all berths. Order through Agent. 

FUEL: Obtainable. Advance notice required. 

CONSULS: Denmark, Finland, Italy, Netherlands and United Kingdom. 
REPAIRS: All types of deck and engine repairs possible. 

DRY DOCKS: One floating dock at Trogir, length 180 m. and one at 
Northern Basin, length 116 m. 
SURVEYORS: Jugokontrola, 
Inspectors). 

Lloyd's Register, American Bureau, Bureau Veritas and Jugoregister 
representing DNV, NKK and GL, Panama, etc. 

GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: Normally by ship's crew. 
CUSTOMS ALLOWANCES: About 40 cigarettes and reasonable 
amount of wine/spirits for each crew member daily. 

CARGO GEAR: Load/discharge mostly effected by shore gear. 


Jugoinspekt, Jadroinspekt (Cargo 
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REPATRIATION: All facilities available for crew changes. 
AIRPORT: City centre to airport 23 km. 5 flights daily to Zagreb and 
3to Belgrade. Also direct flights to Rome, Paris, London, Munich, 
Hamburg and Zurich. 
TIME: GMT plus 1 hour. Last Sunday in March clocks advanced 1 hour. 
Last Sunday in September clocks retarded 1 hour. 
HOLIDAYS: January 1st, 2nd; May 1st, 2nd; July 4th and 27th; 
November 29th, 30th. 
POLICE/AMBULANCE/FIRE: Police, 92; Ambulance, 94; Fire, 93. 
SERVICES: Compass adjusting, radio/radar services and calibration of 
DF, divers for surveys/repairs, Lloyd’s Sub-Agents (Jadroagent-Split), 
ship's laundries. 
SHORE LEAVE: No restrictions. 
IDENTIFICATION CARDS: Shore passes issued. 
AUTHORITY: Lucka Kapetanija, Obala Lazareta 1, 58000 Split. Te/: Spilt 
48-062. Telex: 26496 (Yu Kap St). 

“Luka Split’, Gat Spanjolskin Boraca, 58000 Split, Yugoslavia. 
Tel: Split 589-299. 


ZADAR: 44.07 N. 15.14 E. (See Plan) 


PORT LIMITS: A vessel is considered to be an “arrived ship” when 
arrived at one of the anchorages (see below). 
DOCUMENTS: 

7 copies Crew List. 

7 copies Passenger List. 

2 copies Manifest of Dangerous Cargo. 

2 copies Dangerous Cargo Plan. 

2 copies Stores List. 

2 copies Private Declaration. 

2 copies Cargo Manifest. 

2 copies Transit Cargo Manifest. 

2 copies Narcotics List. 

2 copies Firearms List. 

1 copy Health Declaration. 

PILOTAGE: Compulsory for all vessels over 500 g.r.t. Pilot boards 
approaching vessels at the anchorage, about 0.5 miles West of the 
green port light on the North part of Zadar peninsula, or at separate 
anchorage allocated to tankers carrying dangerous cargoes. Pilot 
available on VHF Channels 12 or 16. 

Coastal pilotage is compulsory for tankers carrying dangerous 
cargoes and pilot boards/disembarks from vessel in position 
Lat. 44° 23’ 18” N., Long. 14° 34’ 36” E., near Grujica Lighthouse, where 
anchoring not possible. 24 hours notice of ETA at pilot station is 
requested together with confirmation of ETA not later than 12 hours in 
advance. Coastal pilot available on VHF Channel 12 or 16. 
ANCHORAGES: Anchorage (for all vessels except for tankers carrying 
dangerous cargoes) 0.5 miles x 245° from green port light on the North 
part of Zadar peninsula, in a depth of about 40 m. 

Separate anchorage for tankers carrying dangerous cargoes in the 
area between the following positions: Lat. 44°07'12"N. to 
44° 08’ 36” N., and Long. 15° 08' 24” E. to 15° 10’ 24” E. 
Li-ion Tankers with dangerous cargoes berth in daylight 
only. 

MAX. SIZE: Gazenica Cargo Port: 

Berth No. 1: Draft limit 6.6 m. forward, 11.0 m. aft. 

Berth No. 2: Draft limit 8.5 m. 

Soya Bean Berth: Draft limit 11.60 m. 

Tanker Berth: Draft limit 8.7 m. forward, 10.7 m. aft. 

Old Zadar Passenger Port: Max. draft allowed 6.4 m. 

HEALTH: See “Rijeka”. 

RADIO: Rijeka Radio "9AR", or Split Radio “9AS”. 

VHF: Split Radio and Zadar Radio on Channel 16. Port Captain on 
Channels 16 and 10. Pilot on Channels 16 or 12. 

TUGS: Two tugs, 1,200 h.p. and 710 h.p., available from shipyard at 
Lamjana. Additional tugs, if needed, available from Split with 10 hours 
notice. 

BERTHING: 

Berth No. 1: Length 160 m. Cargoes handled (by ship's gear): General 
cargo and fruit. 

Berth No. 2: Length 145 m. Cargoes handled (by ship's gear): General 
cargo and timber. 

Soya Bean Berth: 150 m. berthing face. Cargoes handled (by shore 
elevator): Soya beans, soya bean meal, grain and vegoil. 

Tanker Berth: 60 m. berthing face. Cargoes handled: VCM, petroleum 
products, liquid chemicals, mineral and vegoil. 

Also see “Max. Size”. 

CRANES: Generally, vessel is required to use her own gear, except at 
Soya Bean Berth. Several mobile cranes ranging from 7 tons — 100 tons 
capacity are available. 

BULK CARGO FACILITIES: The Soya Bean Terminal on the North side 
of the Southern Basin has a marginal wharf with 150 m. berthing face 
and approximately 15.0 m. depth alongside with 11.6 m. max. draft 
allowed. Discharging is performed by means of shore elevator. 
Max. discharge capacity up to 400 t.p.h., but acceptable daily rate of 
discharge being 3,500 tons. 

Loading capacity is slightly lower than for discharge. 

Present storage capacity for soya beans is about 75,000 tons. Grains, 
maize, and other similar cargoes can also be handled as well as soya 
bean meal. 

In the same berth, tankers with a draft up to 11.5m. can be 
accommodated for discharge of vegoil only. Discharging rate 150 t.p.h. 
Storage capacity 36,000 tons. 
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SPECIALISED CARGO HANDLING FACILITIES: Liquified & 
Terminal facilities at the Tanker Berth. Four ASA connections wis 
discharging rate of 250 — 300t.p.h. Storage capacity 9,000 cum. 
vinyl chloride monomer. 

The port is not specially equipped for handling containers or Roly 
Roll-off traffic. 

The Gazenica Basin is the main base for offshore drilling operatic, 

ph tg ge Number of gangs required to be stated in usual noj, 
° . 
MEDICAL: Advance notice not necessary, hospital facilities availab. 
TANKERS: The Tanker Berth on the South side of the Southern Bay 
has a berthing face of 60 m. and depths of between 11.0 m. and 15), 
alongside. Tankers drawing up to 8.7 m. forward and 10.7 m. aft 
berth alongside. 

All tankers carrying dangerous cargoes up to about 10,000 d.wt» 
moored with the bow pointing seaward. If not, a fire fighting tug, 
compulsory while vessel alongside. 

Floating barriers/booms compulsory for vessels loading/dischargy 
liquid chemicals, mineral and vegoil. : 

The storage capacity is 25,000 cu.m. for vegetable oil, 20,000 cy» 
for fuel oil, 15,000 cu.m. for oil derivates and 12,000 cu.m. for chemica 

The discharging rate is 100 t.p.h. — 300 t.p.h. 

DENSITY: Average density in the port is 1,026. 

FRESH WATER: Connections on piers, rate of delivery 8tph. 
15 t.p.h. Cost U.S.$ 2.10 per ton. 

FUEL: Not available. 

CONSULS: None. 

REPAIRS: Deck and engine repairs possible. 

DRY DOCKS: Brodoremont Zadar — Kali, Ugljan Island. Tel: 057/864 
Telex: 27180. Two floating docks with lifting capacity 8,600 tons a 
2,600 tons respectively. 

SURVEYORS: Cargo inspectors available. 

Following surveyors available: Lloyd's Register from Split, Americz 
Bureau of Shipping from Split, Bureau Veritas from Rijeka. 
GANGWAY/DECK WATCHMEN: Not compulsory. 
OPENING/CLOSING HATCHES: Normally, but not compulsory, carry 
out by stevedores. 

CUSTOMS ALLOWANCES: 200 cigarettes per person. Tobacco ay 
liquor sealed in bond. 

REPATRIATION: Facilities exist for effecting crew changes 2 
arranging necesary repatriation. 

AIRPORT: Zadar Airport served by regular daily flights to Zagreb, we 
connections for international flights. 

TIME: GMT plus 1 hour. Summertime kept. 

HOLIDAYS: Same as Rijeka. 

POLICE/AMBULANCE/FIRE: Police 92; Ambulance 94; Fire 93. 
TELEPHONES: No telephones placed on board. 

BANKS: Dalmatinska Banka, Trg sv. Stosije 3, 57000 Zadar. Tels 
27141, 27224. 

SHIP SUPPLY SERVICE: Tankerkomerc — Zadar. Tel: 057/43688 
Fax: 057/436756. Telex: 27251. 

SHORE LEAVE: Crew members are allowed ashore. 
IDENTIFICATION CARDS: Shore passes are issued by Immigrati: 
Office, and have to be returned before departure. 

GARBAGE DISPOSAL: Garbage container of 5cu.m. capaci 
available. Collection of garbage from ship and transport of contain 
costs U.S.$. 130 per container. Service available on request throu 
agent. 

ASTE OIL DISPOSAL: Shore tank of 100 cu.m. capacity, 800 m. fro 
tanker berth connected by pipeline. Cost U.S.$ 50 per tonne of wast 
oil received. Contact RO Tankerkomerc, Zadar. Tel: 057-31208 
Telex: 27164. 

SEAMAN'S CLUBS: None. 
CURRENCY: Croatian Dinar (CRD). U.S.$1.00 = CRD 6,168‘ 
(15.3.94). In 1994, CRD will probably be substituted by Croatian Kus 


SHIPMASTER’S REPORT: September 1987 (Updated 1994). 
Port: Gazenica 

Charts: B.A. Charts No. 2775 and 2771. 

Documents: 

6 copies Crew List. 

2 copies Crew Declaration. 

2 copies Manifest. 

1 copy Health Declaration. 

3 copies Cargo Manifest. 

Shore passes are issued and have to be returned before depart 

A Stores Declaration is required prior to departure showing sto? 
used whilst in port. 

Approaches: Approaches are through deep water down Zadar Ka’ 

Most of the island passages are well charted and the navigation 
are good. The depths are as shown on the chart. 

There is a shallow bank off the North Breakwater Buoy off Za‘ 
Gazenica cargo port. 

Anchorage: Vessels bound for the industrial port of Gazenica (2 m® 
South of Zadar City) normally anchor and wait for clearance or berth? 
the old city as per anchorage indicated on B.A. Chart No. 2775 (posi® 
Lat. 44° 0.6’ N., Long.15° 12.6’ E.) in about 20 fathoms with mud botio" 

An alternative anchorage is off Gazenica in position Lat. 44° 05.2 

Long. 15° 15’ E. 
Pilotage: Berthing is carried out in daylight hours only. Unberthing t* 
place between 0600 hrs. and 2400 hrs., depending on wind. Bert™ 
does not take place if there is a southerly wind in excess of Form 
blowing. 

Pilot normally boards off the town from a launch. Pilot may? 
contacted on Channels 16 and 12, however VHF is not contino® 
monitored. 

Rimini in Italy also use VHF Channel 12 so some confusion can 8 
Tugs: Normally 1 tug is used for rare using a ship's line from® 
stern. One tug comes from Japlenicki Shipyard on Ugjjanis! Isia* 


agditional tugs if required come from Split. Pilot advises that use of tugs 


sas used on departure. 
ng: Vessel berthed on No. 3 Berth in Gazenica which is on the 
side of the harbour. Oil and VCM handled at the berth. 

Vessel berths stern first with the aid of a tug. Occasionally anchor is 

ired when berthing port side to. If it is very windy the starboard 
anchor is dredged along the bottom. 

No. 2, the most Northern berth in the port, is for grain handling. 
the hulk indicated on B.A. Chart No. 2775 is for storing soya bean oil. 
The products berth, Berth No. 3, and a small berth for oil rig supply 
vessels, Berth No. 4, are both on the South side. 

Berth No. 3 (for VCM) has a flat face of 60 m. The fendering is fair 
put widely spaced. Maximum draft permitted if berthing head out, which 
s normal, is 38 ft. or 42 ft. if berthing head in. It is normal to berth port 
side to. The water depth shoals to 29 ft. on Berth No. 4. Moorings at 
No. 3 Berth consist of 2 head/stern lines, 2 breast lines and 2 springs 
foward and aft. The pilot boat assists with running of moorings. 

Berth No. 3 is very exposed to southerly winds but pilot reports that 
the berth is fairly sheltered from Northerly winds (Bora). 
cargo: Vinyl! Chloride Monomer (VCM): No discharge takes place 
between 2200 hrs. and 0500 hrs. due to Port Fire Regulations. 

3 x 4in. rubber hoses are used from the shore manifold to the “pig” 
polted on to the ship’s manifold. Rate of discharge about 250 tonnes 
per hour to 300 tonnes per hour. Generally speaking, the shore 
authorities do not allow the vessel to “hot gas” to shore upon completion 

cargo. 
ya are 2 shore tanks numbered R301 with capacity of 4,038 cu.m. 
and R302 of 5,225 cu.m. The tank working pressure is — 10° C to +50° C 
at 2 to 3 kg/sq.cm. Maximum pressure 4.9 kg./sq.cm. 

Samples take 45 minutes per sample to analyse. 

Shore personnel connect and disconnect hoses. 

Fresh Water: Fresh water available from shore hydrant at a rate of about 
30t.p.h. Shore hose and meter are used. Cost of water is U.S.$ 2.10 
per tonne. The water man is ordered by the shore watchman and he 
attends quite quickly. Quality of water is good. 

Ship Chandlers: The national chandler JTP Tankerkomerc gives good 
service at reasonable prices. Tel: 057-436888. Telex: 27251. Fax: 057- 
436756. 

General: The old passenger port is a picturesque tourist town. All 
commercial ships except ferries use this port. 

There is a new berth/basin at Gazenica for timber and oil rig vessels 
(position Lat. 44° 05.4’ N., Long. 15° 16’ E.). There is a new yacht/ 
fishing harbour at Uvala Kalovare (position Lat. 44° 05.8’ N., Long. 15° 
15). 

The red buoy near Rt. Vitrenjak has been moved to position Lat. 44° 
07.48’ N.,Long. 15° 12.69’ E. 


AUTHORITY: Lucka Kapetanija — Zadar, Liburnska Obala 8, 57000 
Zadar, P.P.182, Croatia. Tel: (057) 223-44, 433-778, 433-758. 
Telex: 27163 KAP ZD RH. FAX: (057) 437-825. Cables: Lucka 
Kapetanija Zadar. Contact: Captain Milivoj Maricic, Harbour Master. 
Port of Zadar, Biogradska b.b., 57000 Zadar, Croatia. Tel: (057) 
22961, 436900. Telex: 27172 LUKAZD RH. FAX: (057) 25435. 
Contact: Neven Jurin, General Manager. 
AGENT: Jadroagent, N. Nodila b.b., 57000 Zadar. Tel. 23210, 23215. 
Telex: 27129 RH Jadrag. Telegrams: Jadroagent Zadar. Fax: 430-464. 


NOTES 
Please also advise Shipping Guides Ltd. 


CROATIA 


493 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englay 


Cuba 
GENERAL: (See Plan) 


NOTE: Comments are made throughout the text by the Master who 
supplied us with an earlier booklet — such comments are reproduced in 
italics. 

ARRIVAL ADVICE: ETA messages should be sent to Mambisa Havana 
when Havana is the first port of call, or to Mambisa (at port of call) and 
Mambisa Havana simultaneously, when the first port is other than 
Havana. 

Mambisa Agency at the port where vessel was nominated for 
operation or call will advise Port Authorities and concerned parties, but 
this in no way relieves Masters from any specific obligation to advise 
other parties according to Charter Party, or orders received from 
Owners, Managers, Charterers, etc., to such effect. 

The following list of Agencies is in geographical order, starting from 
the Westernmost port Head Agency on the North coast (Mariel) in an 
Easterly direction, and from East to West on the South coast, ending at 
the sub-Agency of Nueva Gerona. 


Mariel: (including Santa Lucia and Bahia Honda): 
Mambisa Mariel. 

Havana: Mambisa Havana. 

Matanzas: Mambisa Matanzas. 

Cardenas: Mambisa Cardenas. 

Isabela de Sagua: Mambisa Sagua la Grande. 

Caibarien Mambisa Caibarien. 

Nuevitas: (including Jucaro): Mambisa Nuevitas. 

Puerto Padre: (including Manati): Mambisa Puerto Padre. 

Antilla: (including Banes, Felton, Preston, Nicaro, 


Tanamo and Vita): Mambisa Antilla. 


Moa/Punta Gorda: (including Baracoa): Mambisas Moa. 


Guantanamo: Mambisa Caimanera. 

Santiago de Cuba: Mambisa Santiago de Cuba. 

Manzanillo: (including Pilon, Niquero, Media Luna and 
Ceiba Hueca): Mambisa Manzanillo. 

Guayabal: Mambisa Santa Cruz Del Sur. 

Cienfuegos: (including Casilda): 


Mambisa Cienfuegos. 

Nueva Gerona: Mambisa Nueva Gerona. 
DOCUMENTS: Required on arrival at every port: 
Sanitary Authorities: 

1 Bill of Health. 

1 Crew List. 

2 Passenger Lists (if ea 

Vaccination cards and Derat Certificate will be inspected by 
Authorities. 

Immigration Authorities: 

3 Crew Lists. 

3 Passenger Lists (if any). 
Customs Authorities: 

3 Crew Lists. 

3 Passenger Lists, including baggage (if any). 

3 Crew Personal Effects Lists. 

2 Provisions Lists. 

2 Spares and Stores Lists. 

3 Cargo Manifests (if any cargo on board). 

3 In-Ballast Manifests (if no cargo on board). 

3 Manifests of Cargo in care of the Master (if any). 

1 Copy of Clearance from Last Port. 

Agents: 

4 Crew Lists. 

3 Cargo Manifests 

2 copies each Bill of Lading. 

3 Manifests of cargo in care of the Master. 

6 Hatch Lists. 

6 Stowage Plans. 

Shipmaster's Comment: One Crew List returned to vessel stamped 
by Customs/Immigration for next port. 

Certificates Required: 

Ship's Register. 

Safety Equipment. 

Load Line. 

Safety Radio. 

Safety Construction. 

Derat. 

Instructions for Master of Vessel: How to process Custom’s Model 
Dirad-7, in connection with crew's money control and personal effects. 

Custom's inspector when boarding the vessel besides carrying out 
their usual duties, should deliver to the Master duly legalized, as many 
of these forms as members of the crew are reported on Crew List. 

Legalization of these forms consists of Customs Inspector's signature, 
Customs stamps and consecutive numbering which indicates quantity 
of forms delivered to Master. 

2. Ship's Master or Officer in charge should fill in only those spaces 
of the form as: crew member's name, number of passport, as well as 
ship’s name and date of arrival in port, on the first page of the card. 

Besides amount of money delivered to the crew member, date of 
delivery and signature must be shown as evidence that the crew member 
has been provided with the money, with signature of the Master 
alongside, all of this information appears on page 2 of the form (card). 

In case crew member requires additional amount during vessel's stay 
in port, notation should be entered following the first, in same way. 

3. No crew members, except the Master, are allowed to come in or 
leave the Custom House premises without presenting this form to the 
Custom's Inspector at the gate, who will enter therein the pertinent 
notations. 

All these forms legalized by Customs must be carefully kept for 
subsequent delivery to Customs upon vessel's departure, even those 
that might become useless. 
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Should a crew member require more than 1 form because Of te 
previously delivered having been filled up, or become useless, 
will give a new one which the crew member will present, together ys 
the previous one, to Custom’s Inspector at the gate. Thereahs 
notations should be entered in the new form, the previous one musi) 
returned to Master for subsequent delivery to Customs. 

If at any time more forms are required because those previous 
delivered have become exhausted, they should be requested from 
Clearance Department of the Custom House, phone 61-8572. Ay 
1800 hrs. these should be requested from Guard Room, phone 6-96 

4. Upon ship's sailing, Master will gather all the forms from the cra 
delivering same to Custom's Inspector who boards the vessel and 
perform the following verifications: 

(a) To see that none of the legalisation forms are missing. 

(b) To verify that such forms have no alterations, erasures, etc 

(c) To add up total spent by all crew members and to verify it we 
amount settled with ship's Agents Consignatarias Mambisa. 

5. Non-compliance with above instructions will subject the violator; 
corresponding penalty. 

Director of Customs. 

PILOTAGE: Pilotage is compulsory for all foreign and Cuban vessa 
at all Cuban ports. 

LOCAL TIME: Official local time in all Cuban territory is that for the 7% 
West Greenwich Meridian and there is a difference of 5 hours compar 
to GMT, that is, 1200 hrs. GMT is equivalent to 0700 hrs. local time 

Approximately from March to October, Summer Daylight Saving Tin 
is in effect and the difference then is only of 4 hours, that is, 1200 hy 
GMT is equivalent to 0800 hrs. local time. 

HEALTH AND SANITARY REQUIREMENTS: Free Pratique ; 
automatic for vessels coming direct from another Cuban port; tro 
foreign countries, usual procedure of Sanitary Inspection applies. 

In case of suspected disease or fever on board, Master must raé 
Mambisa Agency in order to advise the Health Office. 

Vessels coming from countries affected by aphthous fever or bovr 
plague are subject to fumigation, including crew members'/passenges 
clothes and shoes. Therefore, it is advisable to have clothes/shoe 
gathered in an appropriate space or cabin, in order to speed y 
fumigation. 

Vegetable or animal products are subject to inspection before cary 
is allowed to be discharged. 

Le crew members and passengers must have vaccination cards y 
to date. 

Below is copy of warning sent to us by a Ship's Master. The won 
in italics are the Master's comments. 

National Veterinary Medicine Institute 
Warning 
Master: 

You are kindly requested to comply with and acknowledge this warn 
regarding veterinary sanitary regulations and also to inform your cre 
members of same. 

One Green Vet. Form given to ship to take to next Cuban port, ox 
copy for ship also. 

1. Refrigerators of vessels which contain in their victuals meat at 
meat products originated in countries declared as being affected wr 
foot-and-mouth disease, Rinderpest, Vesicular stomatitis, African swe 
fever and other diseases non existent in the Republic of Cuba, shalt 
sealed while remaining in our territorial waters. 

Sealed. 

2. Milk, butter, cheese, fish and poultry products, as well as cann 
meat, and meat and meat products from Australia, New Zealand at 
Canada, are not subject to this procedure for the time being. 

All victuals of animal origin must be declared to the Frontier Vetering) 
Services Officer. 

3. Prohibitions: 

(a) Arriving in port with live food animals (cattle, swine, poultry, et 
on board, unless duly authorised by the Animal Health Authorite 
of the Republic of Cuba; 

If pets on board — not allowed ashore. 

(b) Unloading or releasing of any species of pet animals. Thes 
fo (birds included) are subject to quarantine control 

ard; 

(c) Unloading of victuals of whatsoever origin, including those ™ 
subject to sealing procedures; 

(d) Arriving in port with compartments or receptacles contain 
garbage; 

Dump rubbish at sea 6 miles out from Cuba. 

(e) Scattering of garbage containing food scraps, portions or ott 
wastes of animal origin, or throwing them overboard into the # 
or onto shore. 

Cover garbage drums. 

4. Ratguards must be placed once the vessel has docked. 
Fines if not done or if they fall off! 

5. Footwear and clothing of the crew members of ship coming !® 
countries known to be affected with diseases dangerous to the fauné’ 
the Republic of Cuba shall be subject to fumigation with formaideny? 

as. 
? 6. Non-compliance of the sanitary regulations, or any action aimed! 
prejudice or evade them, shall be regarded as an offence liable to aft 
of not less than $500.00 (Cuban Official Currency), or to © 
implementation, at the expense of the transgressor, of ap 
quarantine measures intended to minimise the consequences resut 
therefrom. 


The following is reproduced from a booklet given to Masters of al) 
vessels. The booklet is produced by the Ships’ Agent and dated 1% 
PORT REGULATIONS: In order that you may be properly informed’ 
not only Port and Cuban Government Regulations, but also on va™ 
matters related to the loading and/or discharging operations of /* 
vessel, we wish to bring to your attention the following: 


4, Crew Regulations (Important Notice to Masters) 


(a) 


First: 


S 


(d) 


(e) 


(f) 


The Customs Authorities have put into effect new Regulations 
which the Masters of all vessels arriving at Cuban ports are under 
obligation to observe. The regulations in question are as follows: 
The Master must advise vessel's ETA at least 24 hours in 
advance and is obliged to deliver to the Customs Authorities at 
the port of arrival the complementary documents to the Cargo 
and Passenger Manifest, which comprise: 

Hatch List, Hazardous Cargo List, Stowage Plan, Provisions, 
Accessories and Spare Parts List, Narcotics List (crew's usage). 
Firearms List and Clearance Certificate (from previous Cuban 
port). Ship's Register must be exhibited. 

List of crew belongings including objects, property of each crew 
member which he maintains on board for his use, such as, for 
instance, electric shaving machines, watches, radios, soaps, etc. 
(4 copies required at every port — Declare everything in personal 
possession). See “Shipmaster’s Report”. 

Detailed list of all articles transported by crew members free of 
charge, including those which are for his use on board, or that 
may be destined to other persons (men, women or children), such 
as for instance perfume, umbrellas, dresses, ladies stockings and 
lingerie, cloth to make dresses, etc. (4 copies every port — declare 
everything and place in bond.) 

Foreign currency whether convertible or not, must be declared 
on a crew list. (4 copies required every port — placed in ship's 
safe). 

Narcotics List — 4 copies morphine only. Provisions List — not 
listed but requested. 

Upon vessel's arrival the Master will be provided with money 
control cards for each crew member which must be carried by 
them when going ashore and shown to Custom House Inspector 
whenever requested. 

Each crew member must declare the articles referred to in 
paragraphs (b), (c) and (d) immediately upon vessel's arrival, 
since Harbour Officers may search the vessel at any time they 
should deem convenient. 


Second: Each crew member may keep in his cabin up to 200 cigarettes 


Third: 


and a bottle of spirits. 

The importation into, and the exportation from the Republic of 
Cuba of Cuban currency is forbidden, and no crew member may 
have in his possession any amount in excess of that delivered to 
him by Master from the cash advanced by the agency. 
(Collected and sealed in safe). 


Fourth: Each crew member is allowed to have in his cabin, only those 


Fifth: 


Sixth: 
(a) 


(b 


(c 


(d 


(e 


(f) 


articles which are for his use on board. Any article in excess 
(more than 1 radio, 1 shaver, etc.) should be kept in the bond 
store. 

Any article not declared, or possessed by the crew member in 
excess of the amount allowed, also Cuban and foreign currency 
not properly accounted for, will be confiscated and should 
circumstances warrant, the courts of law will be informed, the 
latter ey the right to impose penalties, or fines, depending on 
the value of the objects found in the crew member's possession. 
Immediately following the arrival of the vessel, the Master is under 
obligation to make these regulations known to each and every 
crew member, as the Customs Authorities will consider that the 
Master and the crew have been put on notice as to what is herein 
provided at the moment the vessel has been cleared through 
Customs, insofar as concerns any violation of the above referred 
to regulations. 

Masters are likewise required to provide a place or space 
sufficiently ample to deposit the articles transported by the crew 
free of charge or, in other words, those articles referred to in 
paragraph (c) above. 


Crew members are not allowed to buy personal effects on shore, 
except in the sailors’ or tourists’ shops and the articles so obtained 
can not be sold to any other person. 

Except for the Pilots and the Public Health Officials, no other 
person can go on board and no crew member or passenger of 
vessels arriving at Cuban ports from abroad is allowed to 
disembark until the vessel has been cleared by the Immigration 
and Customs Authorities. 

Crew members, including Officers and Master, in addition to their 
standing Passports or Seaman's Books, must be provided with 
immigration passes (landing cards) to go ashore. 

Depending upon the characteristics and circumstances of the 
different ports there might be certain limitations in the hours the 
crew may remain ashore. Port Authorities, through the Agent will 
advise the Master accordingly. 

Shore passes are confined to the city limits of the port where the 
ship is lying and whenever a crew member requires to move away 
from the said area, the corresponding permit must be obtained 
from the immigration port authorities through the agent. Each 
territorial infringement is subject to a fine. 

Upon arrival at Cuban port of any vessel proceeding from foreign 
country, the Immigration Authorities will deliver to Master the 
Entrance Certificate which is valid for all Cuban ports and will be 
under custody and preservation of the Master until final sailing. 
lf a vessel enters into or sails from any Cuban port without having 
fulfilled all requisites or procedures of clearance and inspection 
of the Immigration Authorities it will be subject to a fine. 

To take away or to violate the seals or straps fixed by the Customs 
Authorities means vessel will be subject to sanction or fine. 
Sanitary Regulations 

Following docking, crew members are not allowed to go down to 
the pier to fix the ratguards or the gangway until the Sanitary 
Inspection (Free Pratique) has been completed and for non 
fulfilment of this regulation a fine of 2,000 pesos will be imposed 
on the Master. 


CUBA 


Thereafter, ratguards are to be kept in proper place otherwise 
the Master shall be liable to as many fines as there are ratguards 
missing. 

If any crew member should go down to the pier from a vessel 
which is under sanitary observation, the vessel will be penalised 
with a 5,000 pesos fine. 

Vessels proceeding from countries affected by animal diseases 
which do not exist in Cuba, are subject to full disinfection at the 
time when the sanitary veterinarian authorities of the Republic of 
Cuba deem it convenient. 

Phytosanitary Regulations 

(a) The Master has to deliver to the Phytosanitary inspectors the 
following documents: 

— Phytosanitary Certificate of all vegetable origin or regulated 
cargo carried by the vessel. 

— Fumigation Certificate, if said cargo was fumigated before 

arriving at Cuban port. 

— Copy of cargo plan. 

— Copy of Provisions List. 

It is forbidden to withdraw from the vessel while at Cuban ports, 

products of vegetable origin (fruits, fresh vegetables, plants, parts 

of plants and seeds), soil or organic materials, origin, of micro- 

organisms, insects, acarus and threadworm in any state of their 

biological cycle. 

The waste of vegetable origin must be hermetically packed in 

plastic bags and treated as instructed for garbage in Article 7 

here below. 

Veterinary Sanitary Control — Complete sealing of ships’ refrigerators 

which contain dangerous victuals. 

(a) It is hereby instructed that the refrigerators of Cuban and foreign 
flag vessels which contain in their victuals meats and cattle products 
originating in countries affected by bovine pest, vesicular stomatitis, 
African pork pest and other animal diseases not existent in Cuba, must 
be completely sealed. 

Exempt from the above are cattle products industrially canned, salted 
butter and cured cheese destined to be consumed only aboard ship. 

(b) Only ships’ refrigerators which contain victuals of animal origin 
shall be sealed. Compartments where vegetables and other victuals are 
kept, will not be sealed. 

(c) Ships’ refrigerators will be opened under Veterinary supervision. 
(U.S. $5.00 each time). 

(d) Meats and other animal products purchased in Cuba must be so 
placed in the refrigerator that they will not enter into contact with similar 
products purchased abroad. 

(e) Sealing of ships’ refrigerators will apply to vessels at berth as 
well as to vessels at anchorage. 

(f) Sealing must be performed in an effective manner. To this end, 
it is necessary to verify that it was done correctly; a sufficient enough 
depression of the seal which makes it impossible to withdraw the wire. 

(g) It is forbidden to have on board live animals for consumption and 
to fish using baits of animal origin. 

(h) Any pets carried by the ship will be placed in quarantine aboard. 

(i) For the breaking of the seal or the violation of any of these 
dispositions the Master will be brought to Court where according to the 
Law the corresponding penalty or fine will be imposed. 

3. Labour Regulations 

In accordance with Resolution of the Cuban Labour Ministry, it is 
forbidden for vessels’ crews, during their stay in port, to do work that 
should be performed by port labourers, such as loading or discharging, 
rigging booms, driving winches, opening and closing hatches, (except 
MacGregor type or any other type of special mechanical system), laying 
wood or paper dunnage, construction of stalls, etc. Therefore you should 
apply to us in writing, so that arrangements can be made for the 
necessary port labour to perform such work. 

Please note that if any of the work described were to be done by 
ship's crew, port labourers must be paid as if they had actually performed 
the services. 

4. Bunkers 

Should your vessel be bunkering at this port, it is necessary that we 
be notified in advance, so that appropriate arrangements can be made 
not only with the local suppliers, but also to comply with government 
regulations, which provide that funds to cover the cost of bunkers be 
received from the Owners or Charterers prior to delivery. Since this 
procedure takes a few days, it is suggested that any request for bunkers 
be made with due anticipation. 

When delivery of bunkers is to be made in the port of Havana, the 
order or requisition must be sent to the suppliers at least 2 days in 
advance of the desired date of delivery, and 3 days in advance when 
delivery is to be made at a port other than Havana. 

5. Galley Oil or Coal 

The above requirements for bunkers do not, of course, apply to galley 
oil or coal as this item, if needed, is to be purchased directly by the ship 
from a shipchandler. 

6. Cleaning 

In accordance with Port Regulations, this work must be performed by 
local shore labour. The cleaning work done by shore labour is limited 
to only the sweeping of cargo compartments. 

7. Garbage: (Vessel needed 10 drums). 

Port and Customs Regulations forbid the throwing of garbage on to 
the pier or into the sea while the vessel is within the harbour limits. 

According to Sanitary Regulations vessels must arrive at each Cuban 
port of call with the garbage deposits or tanks empty. 

Garbage cannot be thrown into the sea inside Cuban territorial waters. 

While in port the garbage must be hermetically packed in plastic bags 
and kept in drums with fitted covers. 

Drums, in clean and hygienic condition, are to be placed in a properly 
selected place in the vessel until the bags are delivered to the garbage 
collector. 

The services of the garbage collector must be requested by the 
Master, who can apply for it through the Agent. 


(b) 


(c) 


(d) 


(b) 


(c) 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englay 


For the non compliance of this regulation the ship will be subject to 
a fine. 

8. Cash to Master (Owners must remit cash in advance). 

Cash advances authorised by Owners or Charterers will be supplied 
to the Master upon request. Such request is to be made during office 
hours and the money will be delivered at the Agent's place of business. 

Upon completion of loading and/or discharging operations, any 
unused funds of Cuban Currency must be handed over to the Local 
Agent; in other words, Cuban Currency left over from a cash advance 
drawn at one port cannot be returned or used at any other port. 

However, further cash advances may be requested at the next Cuban 
port of call. 

9. Damage to Cargo 

As you undoubtedly realise, it is necessary to establish with the utmost 
degree of accuracy possible with whom the responsibility for damage 
to cargo lies, whether for vessel's or stevedores’ account. 

To ascertain this, the Terminals in Cuba employ Damage Inspectors 
to take note of all cargo that is found on board in damaged condition 
prior to its discharge from the ship, and the Master or Chief Officer is 
asked to sign an acknowledgement. Therefore, we suggest that in order 
to avoid unnecessary discrepancies between the vessel and the 
Terminal, and to properly protect the Owners’ interests, you please 
instruct your cargo officer to coordinate his work in this connection with 
that of the Terminal Damage Inspector. Upon completion of discharge 
operations, the Terminal will submit to the Master for signature the 
relevant Survey Report. 

Should you Note Protest owing to bad weather on the voyage or any 
other reason whatsoever, since the note must be presented to Harbour 
Master within 24 hours after ships’ arrival, it must be handed to the 
Agent with time enough to prepare translation. One copy of the Note of 
Protest should be delivered to the Agent for record purposes. 

10. Stevedore Damage to the Ship (Stevedores usually repair 
damage). 

Any damage caused to the vessel during the loading and/or 
discharging operation, should be reported immediately to the Head 
Discharging Foreman on the Terminal, followed by a written notice to 
us in duplicate. Such notice should be made out within 24 hours following 
the incident, otherwise the Terminal will not accept any claim. 

11. Repairs for Vessel’s Account 

Any repair work to be done for vessel's account must be requested 
in writing, sufficiently in advance of vessel's estimated departure in order 
to obtain from the repair shop the budget for the work, in the event of 
course, that the job can be done locally. 

12. Engine Repairs or Engine Overhaul while in port 

In the event vessel requires engine repairs or an engine overhaul 
(usually performed by the ship's crew) even if berthed at a pier or dock 
in port, it is necessary that the Master so informs his Agents before 
undertaking such work in order that his Agents may, in turn, notify all 
parties concerned, and obtain necessary authorisation from Harbour 
Master. 

Read Charter Party/‘‘Baltime’’ usually 24 hours’ notice for engine 
cleaning. 

The reason for this is that it may be necessary to shift the vessel from 
one berth to another, for any reason whatsoever, and it is necessary to 
know in advance if the vessel can move with her own engines or whether 
tugboats will be required for the movement. In the latter case it is of 
course understood that the cost of tugboats will be for vessel’s account. 

13. Hull Repairs and Maintenance 

It is forbidden to perform any repairs or welding work in the hull, without 
obtaining, through the Agent, the previous authorisation of the Maritime 
Safety Office. 

14. Redelivery 

If your vessel is to be re-delivered at this port, this should be made 
known to us as soon as possible after arrival here, for although we may 
be aware of this fact, there is a possibility we might be lacking the 
necessary details concerning the terms of re-delivery. 

15. Lowering Boats (Apply in writing). 

Port Regulations prohibit the lowering of boats except for fire drill or 
to do maintenance work of the ship (painting, etc.). For either of these 
purposes, a permit is required from the Harbour Master, and the crews 
of such boats are not allowed to land on any pier or board any vessel 
in the harbour. Please be informed that our Ministry of the Interior has 
issued the following instructions to be strictly observed by the Masters 
of all foreign vessels during their stay at Cuban ports: 

(a) When a vessel is carrying out paint work or similar tasks while 
in port, at the end of the day’s work the craft or boat used to 
perform the work should under no circumstances remain in the 
water, but must be hoisted aboard to be again lowered the 
following day or whenever the work is resumed. 

16. Radio Communications 

Vessels within harbour limits are not allowed to transmit messages 
by radio. 

17. Port Expenses 

The bills covering port expenses will be submitted for your approval 
and signature, prior to vessel's departure from this port, regardless of 
the fact that such expenses might be for Owner's or Charterer’s account, 
as this can subsequently be easily determined by examination of the 
Charter Party. However, if we are to obtain reimbursement for the 
amounts expended to cover port expenses, it is necessary that your 
approval and signature be secured. 

Mark Owner's account or Charterers’ account. 

18. Stowaways 

(a) In the event of vessels arriving from foreign countries, carrying 
stowaways or persons without documents, the Master or the 
Shipowner must advise the Immigration Control of the port 
immediately, who in turn, will advise them of the respective 
regulations in force. 

(b) Masters are kindly requested to instruct all ships’ officers that 
every possible precaution should be taken to prevent stowaways. 
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(c) Whenever the Master of a vessel finds a stowaway on 
either in port or outside the port's limits but within Cuban terr; 
waters, he is under obligation to deliver same to the Por 
and Harbour Master's Authorities of the Frontier Guard T, 

If the stowaway is found outside the port, the Master must Tepe 
this by radio so that the stowaway may be picked up by Port |», 
and Harbour Master's Authorities of the Frontier Guard Troon 

(d) At no time are the Masters of vessels allowed to lower 
ladders or ropes on the vessel opposite the dock where the sip 
is berthed. 

19. Paper and Dunnage: (very important). 

In the event that your vessel is scheduled to load sugar in bags, city 
fruits, cement, etc., in Cuba and should you require paper and/or woy 
dunnage, you must make known to us your needs in writing as soon» 
possible, bearing in mind that the suppliers require at least five (5) day 
for delivery. : 

20. Loading Sugar 

Whenever your vessel is assigned to load sugar the followin 
precautions are to be taken: 4 

(a) Cleaning and Dunnaging of Hatches: You must be extrema 
careful to have the vessel's hatches thoroughly dry, clean ay 
without odour, as well as properly dunnaged to the satisfacty 
of the shippers, before starting loading. 

(b) Cleaning Holds: In order to avoid damage to the sugar Cary, 
during the voyage, please make proper arrangements for ty 
closing of holds before starting loading in 'tweendecks. 

(c) Tally: With respect to the dispute that occasionally arises betwee 
the vessel and the shippers during the course of loading suge 
shipments regarding the number of bags delivered on board, 
wish to inform you that the only document with official validity; 
the tally sheet prepared by the shore tallyman assigned to ea 
loading hatch, and that if you wish to verify the accuracy of sa 
tallying you could hire a tallyman's service, through the Ageng 
in those ports where we have this service available, to count tr 
cargo jointly with the shore tallyman, as this is the only possite 
way of avoiding discrepancies in the checking of the bags actual 
delivered on board. 

Consequently, we request that you please keep the above in mix 
as this will tend to reduce if not completely eliminate, the problems whi¢ 
are now being confronted. 

21. Agency Office Hours 

We list hereunder our office hours: 

From Monday to Friday: 0800 to 1200, 1300 to 1700. 

Saturday: 0800 to 1200. 

Our representatives will call on the ship as regularly as possible t 
discuss with the Master any matter or problem he may have > 
connection with the operations of his vessel and to deliver the crew: 
mail; however, such calls are contingent upon the volume of work, 
which reason we suggest that the Master calls at our office when ay 
matter arises which requires immediate attention. 

22. VHF Communication System 

The VHF (150 MHz) communication system is officially establishe 
between most of our Agencies and ships in port or close to po 
Normally, service will be provided during the Agency's regular off 
hours only, but this work schedule will be expanded in the near futut 
as is now at our Havana Agency, where service is granted 24 hours: 
day. 

Havana Pilot Channel 16. Agent's Channel 12. 

23. Medical and Dental Services 

Any man requiring medical or dental attention should be sent to o 
office whenever possible, with a letter from Master containing full nam 
and rank, at 0800 or 1300 hrs. from Monday to Friday, and we will s# 
to it that he is promptly sent in a car to the hospital and back to the sir 
afterwards. 

In the event of an accident or serious illness, please contact Mambs 
Agency on the telephone, and an ambulance will be sent immediate 
to transport the man to the hospital. 

24. Safety Measures 

(a) Vessels are obliged to have on-board the manoeuvre and sale! 
elements indicated in the International rules and regulations. 
Any vessel lacking or having in bad condition any of thes 
elements (defective derricks, lack of electricity, etc.) will not® 
brought to pier and if berthed will be removed at vessel's expens 

(b) The Master must remove anything protruding from the vesst 
like boats, anchors, booms, etc., or overhanging, like tackles & 
riggings whenever they constitute a risk or danger for the worket 
port installations, other vessels, etc., or whenever they inter" 
with the operations. 

25. Other Regulations 

(a) Any exchange of provisions, films, spare parts or any kind! 
object, etc., between vessels in any port, requires the previe 
authorisation of the Customs House. Therefore, in order to apf 
for this permit, Masters are kindly requested to give a lette’ 
the Agent detailing all articles that are to be transferred. 

(b) It is forbidden, unless previously authorised by Customs Hou* 

to bring ashore any article or merchandise. 

to allow any boat, launch, tugboat or any other type of oe 
to approach to the vessel at a distance of less than 25° 
except for the purpose of transferring passengers 0° 
perform any service duly authorised. 

to lower ladders on any side of the vessel. 

(c) All provisions, belongings and spare parts not declared in 
corresponding documents, or found on board in excess of thos 
declared, will be confiscated. This is valid also for the comme 
stores of passenger vessels. 

(d) Any mistake in the manifest must be amended within 48 how 
after arrival of the vessel. 

(e) All articles carried on board and destined for Cuban territory, ms 
be declared in the cargo manifest or in the comple 
documents. 


26. important Notice — A, 
pollution: Very strict regulations are in force and Port Authorities keep 
watch on this matter. It is absolutely forbidden to pump or throw 
aut of the ship, oil, dirty water, wastes of animal origin, dunnage wood, 
or any kind of Liquid or substance into the sea, whether inside or outside 
the ports and any infringement will bring the Master to Court. 


SHIPMASTER’S REPORT: April 1989. 
;. The radio room is no longer sealed. 
2. The restrictions on shore leave no longer exist. Crew may go ashore 
ind night. 
= roreign currency still has to be declared but may be spent without 
restriction. ' 
4. It is not recommended that mail be forwarded to vessels. _ 
Other rules and regulations are still as outlined in “Port Regulations”. 


FROM INFORMATION BOOKLET COMPILED BY MAMBISA 
AGENCIES 


USE OF SOUND SIGNALS IN PORT: It is prohibited to use sound 

signals except those internationally known for safe navigation, fire or 
ency. 

ORY. XK: There is a dry dock at the port of Havana with berthing 

capacity of 440 ft. length and 91 ft. width which can accommodate 

vessels up to 23 ft. draft. 

SURVEYORS: Following surveyors are established in Cuba: 

Cuban Ship’s Register, Cuban Maritime Regulation Surveyors, 
Bureau Veritas, Lloyd's Register, German Lloyd and Russian Ship's 
Register. 

Tove listed surveyors should be contacted through the Consignataria 

Mambisa main office. 
EIGHT HOURS DAILY WORK: We wish to call attention to the fact that 
although the working periods observed at the various Cuban Ports vary 
considerably, as for example, the port of Jucaro where the period is 
from 0600 — 1000 hrs., 1200 — 1600 hrs.; Caibarien 0700 — 1100 hrs., 
1200 — 1600 hrs.; Havana 0700 — 1300 hrs., 1300 — 1900 hrs. etc., and 
others from 0700 — 1100 hrs., 1300 — 1700 hrs. 

Labour Legislation presently in force provides that the number of hours 
to be worked is 8 hours daily, from Monday to Friday, and 4 hours on 
Saturday, for a total of 44 hours weekly. 


HOLIDAYS: 
National Anniversaries Holidays 
January 1st. July 25th. 
May 1st. July 27th. 
July 26th. Sundays 
October 10th. 


REPATRIATION: There are good facilities and repatriation can be 
arranged through Mambisa Agency. 


SHIPMASTER’S COMMENTS: Also see “Shipmaster's Report” for 
Nuevitas dated February 1984. 

Fresh Water: Always take full fresh water. Water barges available at 
Havana and Santiago. No fresh water at Jucaro or Boca Grande. 
Documents: Sample Crew Manifest to avoid confiscation: 2 Radios, 
packet of paints, tape recorder (Akai), gloves, speakers, star plotter, 
cassette tapes, set of ship plans, earphones, plastic mac, 3 prs. 
sunglasses, dress uniform, calculator, battle dress uniform, matchstick 
model ship, brown suit, plastic battleship model, blue coat, bridge coat, 
10 packs glue, grey trousers, 1 pk. razor blades, 3 khaki shirts, 1 Fernox 
medicine, 1 Savion cream, 3 khaki shorts, 3 balsa cement, 5 uniform 
shirts, 1 stop watch, 1 briefcase, 2 coloured shirts, 1 tee shirt, 
i knapsack, 6 uniform white shirts, 1 photographic bag, 3 white shorts, 
assorted films, 4 ties, 2 cravats, 1 brown cardigan, 1 pullover, 1 dressing 
gown, 1 pair longjohns, 1 pr. sandals, 2 alarm clocks, 1 sextant, 
Swatches, 1 boiler suit, 3 plastic trays, 2 beakers, 1 belt, 2 toy engines, 
cellotape, 14 wagons, gold braid, 8 points, keys, 8 curved rails, tape 
'ecorder cords, 4 vests, swimming trunks, 5 pants, 1 blue socks, 5 brown 
Socks, 6 white socks, 1 cap cover, 1 pr. pyjamas, 1 silk scarf, 1 pr. black 
shoes, 1 pr. brown shoes, toilet articles, 1 copy stand, 1 enlarger, 
assorted chemicals, powersaw, typewriter, calculator, adding machine, 
‘packs tea, 4 cameras, 1 lens, 1 light meter, 3M duplicator, binoculars, 
Poi tape cassette, assorted perfumes and curios. 1 kitbag, 1 flip- 
200 cigarettes, 1 spirits, number cans of beer, number of bottles of wine. 
tin doubt — put it in a suitcase and lock it in the bonded store! 


SHIPMASTER’S REPORT: December 1983. 
enren Currencies must be declared and may be used freely 


A landing pass and foreign currency pass is issued to each member 
oi the crew and they are to be accompanied by Seaman's ID Card or 
‘scharge Book when going ashore. 
a Cabin is to be set aside and marked Transit Room. Would advise 
on anything and everything that is not required during your stay in 
ua be put in a suitcase and lodged in the Transit Room which is 
Sealed on arrival and then left alone. All cameras must be placed under 
Seal on arrival (i.e. in the Transit Room). Permission is granted to use 
™ in Havana but was not allowed in Nuevitas. 
Pehle Customs search usually follows arrival with every cabin and 
partment thoroughly searched. This vessel was not searched by 
ustoms at Havana but was at Nuevitas. 
"lor to departure from each Cuban port the vessel is searched by 
ur Master Guards. 
The the whole relationship between ship and Authorities was good. 
tates — proved very helpful and telex communication was 
ony Meats of origin U.S.A., Australia and New Zealand are permitted 
Used whilst vessel is at a Cuban port. 
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The Port Authorities are very strict regarding rat guards which must 
be checked at frequent intervals, also garbage which must be placed in 
sealed bags ready for collection by shore labour. 


SHIP’S OFFICER'S REPORT: November 1991. 
Documents: 
14 copies Crew List. 

4 copies Provisions List (Cuban Form). 

3 copies Personal Effects List (Cuban Form). 

1 copy Vaccination List. 

1 copy Maritime Declaration of Health. 

8 copies Passenger List. 
Officials: Customs, Immigration, Port Doctor, Harbour Master, Police 
Security and Rummaging gang normally board on arrival. 

Customs/Rummaging gang check all cabins and offices, etc. All the 
drawers, closets, wardrobes and fridges are checked thoroughly. A drug 
squad with dogs also boards and checks for drugs. 

It is advisable to keep all new clothes, gift articles, cameras, electronic 
equipment and magazines in a locker which is sealed by Customs. It is 
also advisable to keep a bare minimum of personal items in the cabin, 
remainder should be put in a suitcase and locked in locker. All foreign 
currency should be properly counted and declared on Personal Effects 
List. It is advisable to keep money in Master's safe. 

U.S. Dollars can be taken ashore but all have to be shown at gate 
and entered on money card. Any items not declared are liable to 
confiscation. All cabins to be kept locked at all times. All passports are 
stamped on arrival and prior to departure. 

Repatriation: Crew changes are possible but should be avoided if 
possible, due to customs/immigration problems. Flights from Havana to 
Madrid by Iberia every alternate day and Havana to Canada every day. 
Medical: Facilities available, arranged through “Mambisa Havana”. 
Agent insists on cash payments in U.S. Dollars for launch service, postal 
charges, doctors charges, etc. 

General: U.S. Dollars can be freely used ashore. Shopping can be done 
in seaman’s club near pier (Havana) or in Havana Libre (hotel). 

Cigars, whiskey and beer are very cheap. 

Customs/immigration board again prior to departure, all passports 
stamped and all cabins checked again for stowaways, etc. 

Gifts are often requested by authorities while checking cabins. 


ANTILLA: 20.50 N. 75.44 W. 
(and sub-ports of Felton, Nicaro and Preston) 


LOCATION: The Port of Antilla is located on the North side of Nipe Bay, 
on the North Coast of Cuba: Lat. 20° 50’ N., Long. 75° 44’ W. 

Nipe is the largest bay in Cuba and is considered among the biggest 
in the world. 

Within Nipe Bay there are 3 ports: Felton, Preston and Antilla, Antilla 
being the head port of a region, and very important because of its natural 
resources in agriculture, mining, etc., as well as for sugar industries 
close to the port. 

The Antilla Agency of Mambisa attends also at the following ports: 
Preston, Felton, Nicaro, Banes, Tanamo and Vita. 

Nipe Bay is suitable for large vessels with maximum draft up to 
22.86 m. and a length of 400 m. 

Nipe Anchorage has a draft of 22.86 m. 

ENTRANCE TO PORT: Entrance to Nipe Bay is safe and free of risks. 
Limitations as to length and draft of vessels are only those imposed by 
the places of operations or ports. 

Entrance channel is ample (0.75 miles wide at its head and 0.33 miles 
at its narrowest point, located South of Pt. Caimanes), having a minimum 
depth of 45.72 m. up to Saetia Anchorage. 

From Saetia up to Antilla piers the distance is 10 miles. 

Navigating toward Western Nipe Bay, in the direction of Antilla, after 
Saetia is past, to the South can be seen: Cayagima Cove, Point Cobos, 
the mouth of Mayari River and the Port of Preston. 

To the North can be seen after departing from Saetia: the town of 
Ramon, located on high lands at the back of Melilla Cove, Pt. Berraco, 
Pt. Las Chivas, Honda Cove, Pt. Salinita, Hermenegildo Cove, Pt. Negra, 
Felipe Cove, Pt. Carbonera and Pt. Salina. 

From the latter onward, Antilla’s piers channel is navigated, and to 
the North can be seen Pt. Barrancones, Marbella Cay and finally the 
town and port of Antilla. 

PILOT: Where Pilot should be taken and distance to place of operation: 

The place where Pilots board the vessels nominated to perform 
operations at Antilla, Preston, Felton, Banes or Nicaro, is located at 
1 mile N.E. of Point Mayari, that is in an East/West line from Pt. Mayari 
lighthouse on the course of the bearings indicated by the port chart. 

The exact position where Pilots board vessels is: Lat. 20° 47’ 46" N., 
Long. 75° 32’ 15" W. 

From this point the distances to the ports are: 


(See Plan) 


Miles to 

pier 
Antilla 13 
Preston 6.5 
Felton 5 
Nicaro 13 
Banes 17 
Saetia Anchorage 2:5 


Point Mayari Lighthouse consists of a conical/cylindrical steel tower, 
Painted aluminium, 12.19 m. tall and its light is visible up to 10 miles 
away. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle, 


As the pilot station is located in Antilla, upon receipt of an ETA 
message from an incoming vessel, Mambisa Agency immediately 
informs the Pilots who depart accordingly to Saetia to await the vessel. 

When a vessel arrives to Point Mayari, it should contact Mambisa 
Agency and Pilot by VHF. 


ANCHORAGES: Anchorages at Nipe Bay are used only when waiting 
for berth, or at Saetia, to await favourable tide to enter Banes. 

Saetia Anchorage: Located about 1,000 m. West of Pt. Carenero 
(Saetia). 

Limitations: Draft 15 m., Length: 170 m. Swinging area: About 300 m. 

7 vessels (170 m. in length) can be accommodated at this anchorage. 

The bottom is soft mud but anchors hold well, ships usually anchor 
with 4 or 5 shackles of chain. 

In front of this anchorage is the small town and beach of Saetia. 

Usually this anchorage is used by vessels destined for Felton or to 
await favourable tide to enter the ports of Banes or Nicaro. 

La Chiva Anchorage: Located at about 1.25 miles from Pt. Berraco, to 
the North on the Melilla Heights, the small town of Ramon can be seen. 

Limitations: Draft 18 m., Length: 300 m. Swinging area: About 438 m. 
The anchorage can accommodate one vessel. 

The bottom is hard sandy mud with loose stones and anchor holding 
is good. It is sheltered from the winds by Melilla Heights. 

This anchorage is used for similar reasons as Saetia. 

Cajimaya Anchorage: Located just in front of the port of Felton. 

Limitations: Draft 7.0 m.— 12.0 m., Length up to 170 m. Swinging area: 
About 300 m. 

6 vessels can be accommodated at anchorage. 

The bottom is soft mud but anchors hold well. 

Sheltered from winds by Saetia mountains, ships usually anchor with 
3 or 4 shackles of chain. 

This anchorage is used by vessels awaiting berth at Felton. 

Pt. Salinas Anchorage: Located about 500 m. S.S.W. of buoy marking 
Salina Grande Shoal; Antilla Town is about 3 miles to the N.W. and at 
a similar distance is Preston to the S.S.W. 

Limitations: Draft 9.1 m. — 17.0 m., Length: Up to 170 m. Swinging 
area: About 300 m. 

About 9 vessels can be accommodated at this anchorage with the 
above limitations. 

The bottom is soft mud but anchors hold well. 

It is not sheltered from winds, being located in a spot where, when 
there is bad weather, the sea becomes rough. 

Usually vessels anchor with 3 shackles of chain. 

This anchorage is used by vessels awaiting berth at Antilla. 

Preston Anchorage: Located about 1,200 m. N.N.W. of the head of 
Preston pier. 

Limitations: Draft 10.0 m., Length: 170m. Swinging area: About 
300 m. 

8 vessels can be accommodated at this anchorage with the above 
limitations. 

The bottom is soft mud but anchors hold well, anchorage is open to 
the winds. 

Usually vessels anchor with 3 shackles of chain, depending on wind 
force. 

This anchorage is used by vessels awaiting berth at Preston. 
Corojal Anchorage: Located about 320 m. N.W. from Antilla pier head, 
just in front of Antilla town. 

Limitations: Draft 6.09 m., Length 145 m. Swinging area: 300 m. 

Anchorage can accommodate 3 vessels with above limitations. 

Bottom is soft mud but anchors hold well. 

Anchorage is open to the winds and vessels anchor with 2 shackles 
of chain, depending on wind force. 

This anchorage is used to wait for Port Doctor visit in cases of 


incoming vessels from foreign countries and also to await berth at Antilla. 


There is a launch service to and from all anchorages for crew 
members, if requested by Master. 

Antilla Anchorage No. 2: Located about 700 m. from Antilla pier head. 
Limitations: Draft 7.10 m., Length 152 m. Swinging area: About 300 m. 
Anchorage can accommodate 1 vessel only. 

Bottom is soft mud but anchors hold well. 

It is open to the winds and vessels anchor with 3 or 4 shackles of 
chain. If strong winds do blow, then vessels drop another anchor to 
reduce the swinging action. 

This anchorage has the same use as Corojal Anchorage. 


MAX. SIZE: Vessels’ maximum official draft and length allowed to enter 
or sail from Antilla are: Length 186 m., draft 6.71 m. 

Tankers having a length of 185.9 m. have called at this port to toad 
molasses. 

Entrance to or sailing from Nipe Bay and Antilla can be effected either 
during day or night-time. 


CLEARANCE: All Port Authorities, Port Doctor, Customs, Immigration 
and Captain of the Port have their offices at Antilla. Vessels may proceed 
directly to sub-ports without entering Antilla for clearance. Port 
Authorities clear ships at sub-port when necessary. 

Launch service is the preferable means of transportation used by the 
Port Authorities to the various sub-ports under Antilla jurisdiction. 

There are Custom House Delegations at sub-ports of Preston, Nicaro, 
but no Immigration. The Custom House Delegate at the sub-port of 
Nicaro also acts as Delegate for the Captain of the Port. 

Although there is no Port Doctor Delegate at the sub-ports, the 
General Hospital Doctors may act as such, if requested, in order to give 
a quick entry to the ship. 

Notwithstanding the above, in those cases when a ship is coming from 
a Cuban or foreign port, destined to Nicaro, and happens to lose the 
slack water tide, it will be necessary for the ship to anchor at Saetia 
(Antilla) and to wait the next tide. In these particular cases the Port 
Authorities give entry to the ship at Saetia anchorage, and it is not 
necessary for another Port Authority visit at the sub-port of Nicaro. 


498 


RADIO: At Antilla, means of communications are: Telephone, telex», 
Post Office. 

The Antilla Agency is connected to the National Telex System, why, 
is the quickest means of communication. 

Vessels proceeding to Cuba can communicate with Mambisa Any 
Agency through “CLA” Havana Radio Station which immediately rej, 
the messages to Antilla by telex. 

Masters must send their ETA messages simultaneously on \w 
Channel 16 to Mambisa Antilla and Mambisa Havana. 

TUGS: Name, Macabi; length, 81 ft. 1 in.; width, 24 ft. Oin.; gm 
tonnage, 183.53; net tonnage, 86.00; motor, one diesel; h.p., 750; spex 
8.5 knots. Also available is tug ‘Ruski’ of 1,200 h.p. 

BERTHING: The 3 berthing spaces of this port have standard gauy 
railroad tracks. 

Each pier is connected with 1 railway which is independent of » 
others, but with no car outlet at end of piers, consequently, to perio 
any movement, it is necessary to take out the remaining cars. For ty 
reason, there is no road connecting the piers, and since piers are ~ 
paved, trucking operations cannot be performed. 

Pier No. 4 

North Side: Maximum length vessel allowed 170 m., draft 4.88m, 
base and 6.71 m. at head. 

South Side: Maximum length vessel allowed 170 m., draft 6.10 m; 
base and 6.71 m. at head. 

Both berth places of this port have a standard railroad track for ea 
side, which make it possible for trains to enter with sugar direc 
alongside ship. 

The construction of this pier is concrete, that is the platform and th) 
rae It is protected by hard wood fenders and has a fixed red light; 
the S.W. end. 

Each pier is connected with one railway which is independent of th 
other, but with no car outlet at end of piers, consequently, to perfor 
any movement, it its necessary to take out the remaining cars. For th: 
reason, there is no road connecting the piers, and since piers are 
paved, trucking operations can not be performed. 

Operations which are performed by this pier, are loading of baggy 
raw sugar, molasses and discharge and general cargo. 

Coast Pier: Length 136 m., draft 6.10 m. even keel. 
This dock is only used for discharging oil, cereals and loading: 
molasses. 
Bacaladera Dock: 
(a) Draft: 3.05 m. (bow) 
3.66 m. (stern). 

Dock is used for discharging liquid asphalt. The deposit is located: 
20 m. from the dock. 

STEVEDORES: Port Operational Capacity: Presently the port has on 
; gangs for working two vessels simultaneously, one at each side oft 
lock. 

Average rate for loading raw sugar in bags is about 1,200 tons intw 
working periods of 8 hours each, one per hatch vessel. 

Cargoes handled by the Port: 

Imports: General cargo, diesel oil and gasoline. 

Exports: Sugar and molasses. 

Coastal Trade: General cargo, diesel oil, gasoline and kerosene 
MEDICAL: There is a hospital where crew members may ® 
hospitalised. 

TANKERS: Average discharging rate for gasoline, kerosene and dies 
oil is about 300 t.p.h. Connections: 14 in., 1x6 in. and 1x8 in. 

Molasses pumping rate is at an average of 35,000 gallons per hov 
Two connections — 18 in., 1x12 in. diameter. 

WATER: (Potable or for boilers): Available at berth or anchorage ft" 
barge with 400 tons capacity. 

FUEL: Available by truck or rail-car. 

PAPER/WOOD DUNNAGE: It is advisable that vessels nominated 
operations at Antilla, or any of the ports listed as attended by Antt 
Agency, arrive with enough wood dunnage. 

Wood dunnage, although not impossible to obtain, sometimes is he 
to secure, and to avoid delays it is better to have the vessel supplied! 
a prior port of call. 

Paper is supplied if ordered at least 3 days in advance. 
REPAIRS: No repairs can be performed. 

AGENT: Attending the port of Antilla, and the sub-ports of Presi’ 
Nicaro and Felton, also the port of Banes. 

Agency Address: Empresa Consignataria Mambisa, Agencia de Antit 
Avenida 28 de Enero No. 65, Apartado No. 33, Antilla, Prov. de Holgv 
Telephone: 88248 and 88225 (office); 88586 and 88347 (nig® 
Telex: 021124. Cables: Mambisa Antilla. 

Agency VHF works on Channel 16. 

Mail and Parcels: Should be sent to the Main Office at Havana ft" 
where it will be sent to Antilla by the quickest means possible. 
SUB-PORTS: Distance from Antilla to: Preston (Guatemala) 7 mi 
Felton 11 miles. Nicaro 14 miles. 

To the port of Banes, which is attended by Antilla Agency, 50 
Highway transportation is used from Antilla to Banes. 

Time from Antilla to: 


(b) Length: 170 m. 


Sub-port Launch Highway 
Preston 1 hour 1 hour 45 minutes 
Felton 1 hour 30 minutes 2 hours 15 minutes 
Nicaro 2 hours 3 hours 


There is only a regular launch service from Antilla to Nicaro, leavt 
daily from coastal pier Antilla at 0900 hrs., arriving Nicaro at 1100" 


(a) SUB-PORT OF PRESTON: 


LOCATION: This port is located on the North coast of O# 
Lat. 20° 46’ N., Long. 75° 40’ W. 

Preston is one of the 3 ports located within Nipe Bay and is situs® 
on the South coast of said bay, on a peninsula named “Punta Taba 
S.E. of Antilla. 


Traditionally this port has shipped the production of “Guatemala” 
ar mill (formerly “Preston”) which ranks among the biggest in the 
ndustry. 
Raver River flows to the East and close to the port, and maintenance 
dredging is necessary alongside pier to preserve the depth required. 
Dredging is effected at the West side of pier as the East side is not 


om From the place where Pilots board the vessels to Preston pier 
the distance is 6.5 miles. . 
ENTRANCE TO PORT/CONDITIONS/LIMITATIONS: As is described 
under Antilla, up to Pt. Carenero (Saetia), the channel is common to the 
3 ports located in Nipe Bay. 

On reaching Pt. Carenero, vessels take a course Northwestward in 
the direction of the buoy marking “La Estrella’ Shoal and then take a 
course W.S.W. up to Preston pier. j 

On the North side can be seen: Pt. Piedra, Melilla Cove and on the 
hills the town of Ramon. Pt. Las Chivas and the rest of coast of the bay 
up to Antilla port and town, which is clearly visible. 

On the South side can be seen: The entrance to Cajimaya Cove and 
Felton town, Pt. Cobos, light buoy No. 5 marking “La Estrella’ Shoal, 
the mouth of Mayari River and lastly the town and port of Preston. 

Maximum draft and length allowed for vessels to enter/sail from 
Preston: Max. length 146 m., max. draft 6.10 m. 

Entrance to or sailing from Preston can be effected during day or 
night-time. 

TIDAL VARIATION: Tidal variation at this port averages from 2.25 ft. 


2.5 ft. 
CLEARANCE: See “Antilla’”. Port Doctor, Immigration and Port Captain 
travel from Antilla to Preston to give ship's entry. Custom Delegation at 
this sub-port only occasionally, and in order to avoid delay Preston 
Hospital Doctor clears the ship. 

Vessel can proceed directly to this sub-port, since Port Authorities 
come from Antilla to give ship's entry. 
RADIO: See “Antilla’”. 


TUGS: See “Antilla”. No tug available, but can be obtained from Antilla. 


BERTHING: Preston Pier: The pier (Length 170 m.) is located at the 
Northern extremity of Punta Tabaco. Its construction is entirely of 
hardwood, including its piling, and at the moment it is not in good 
condition and requires rebuilding. 

Along the pier run double standard railroad tracks but there is no 
outlet at pier’s end. 

Manoeuvers are carried out during slack water with assistance of a 
tug, and wind Force 2 (maximum). 

Operations handled by this port: 

Exports: Bagged raw sugar and molasses. 

\mports: General cargo and occasionally fuel oil. 

Coastal Trade: Discharging of fuel oil. 
MEDICAL: There is a hospital at Preston which offers very good service 
to ship's crew. In cases requiring special attention, patients can be taken 
to Holguin, where there are reliable specialists. 
TANKERS: Molasses pumping rate average of 75,000 gallons per hour. 

Fuel Oil: 2 connections — 18 in., 110 in. diameter. 

Molasses: 2 connections — 18 in., 1x10 in. diameter. 
WATER: (Potable or for Boilers): Delivered by pipeline to ships while 
docked to Preston Pier. 
FUEL: Not available. 
REPAIRS: No repairs can be performed at Preston. 
TRANSPORTATION: Usually transportation between Preston and 
Antilla (and other nearby ports) is performed by launch and also by road. 

From Preston there are the following distances and travelling time to: 

by launch by road 


Antilla 7 miles — 1 hour 1 hour 45 minutes 
Nicaro 8 miles — 1 hour 1 hour 15 minutes 
Felton 5 miles — 45 minutes 45 minutes 


COMMUNICATIONS: Vessels cannot communicate directly with 
Preston. Means of communications between Felton and Antilla (and 
other nearby ports) is only by telephone. 

Telephone communications are rather irregular. 
PORT AUXILIARY EQUIPMENT: This port has no auxiliary equipment. 
AGENT: See “Antilla”. 


() SUB-PORT OF NICARO (LENGUA DE PAJARO) LEVISA BAY: 


LOCATION: Lat. 20° 43’ N., Long. 75° 33’ W. (See Plan) 
The port of Nicaro is situated inside Levisa Bay, on a small peninsula 
famed “Lengua de Pajaro”, located at the Southwestern part of the bay. 
Levisa Bay is landlocked, sheltered and moderately ample. Its shores 
re rather irregular due to numerous points, creeks, coves and inlets. 
he centre of the bay is free of cays, but close to the coast and around 
\ there are several cays. 

Ample zones of shoals almost entirely cover its extension, except the 

nnels and the anchorage zones. 

Nicaro region is very rich in mineral fields and the port is used 
Principally to export the production of the mining enterprise located there. 
Phy the West side and next to Levisa Bay, Nipe Bay is located, and to 

East, having a common entrance, which is divided as a fork by 
me Bahias, is Cabonico Bay. 
a OT: Distance from the place where Pilots board the vessels to Nicaro 
chorage is 12 miles, to Nicaro pier 13 miles. 
ae ANCE TO PORT/CONDITIONS/LIMITATIONS: The entrance 
sie for the port of Nicaro is difficult for vessels over 107 m. length, 
aa its narrowness and because of having sharp turns, some of them 
pe a angles of almost 90°. Also, its bottom and banks are rock and 
and 1 Regarding draft it offers no obstacles as there are about 53 m. 
4.3m. depths max./min. respectively. 

0 Minimise all risks and perform a fairly safe crossing of the entrance 

Mnel, while entering to or sailing from this port, the following 
Tes must be accomplished: 
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(i) Entrance or sailing to be effected only during daylight hours, at 
slack water. 

(ii) Tug assistance is required for vessels exceeding 107 m. in 
length. 

(iii) Vessel’s length should not exceed 152.4m., the extreme 

max. length allowed, if really necessary, being 156.37 m. 

(iv) Simultaneous entrance or sailing of 2 or more vessels is not 
permitted. 

Channel is navigable by only one course. 

Max. draft allowed to vessels operating at Nicaro Pier is 28 ft. forward 
and 29 ft. aft. (at low tide). 

The restrictions for vessels to sail or enter this port during night-time 
are due to the port conditions such as: lack of light buoys in the bay 
and the channel, as well as the inherent dangers in the channel due to 
its narrowness and its winding shape. 

ANCHORAGES: There are two anchorages at Nicaro: 
Anchorage No. 1: Located at about 1,200 m. S.W. of Pt. Gorda and 
1,500 m. N.N.E. of Raton Cay. 

Limitations: Draft: 9.14 m. — Vessel’s length: 156 m. 

Swinging area: About 200 m. 

Can accommodate 1 vessel only. 

Soft mud bottom but anchors hold well. 

- hee open to the winds. Usually vessels anchor with 2 or 3 shackles 
of chain. 
Anchorage No. 2: Located at about 1,000 m. N.E. of pier's head. 

Limitations: Draft: 9.14 m. Vessel's length: 156 m. 

Swinging area: About 200 m. 

Can accommodate 1 vessel only. 

Soft mud bottom but anchors hold well. 

nu is open to the winds, usually vessels anchor with 2 or 3 shackles 
of chain. 

At both mdb launch service is available at Master's request. 
RESTRICTIONS: Entry and sailing during daylight only. Port can handle 
two vessels at one time. One dry cargo vessel loading or discharging 
and one tanker. 

MAX. SIZE: LOA 156 m. Max. draft 9.14 m. 

TIDAL VARIATION: Tidal variation averages from 2.25 ft. to 2.5 ft. 
CLEARANCE: Although Nicaro, under Cuban Customs Laws and 
Hove pemcrrsilcs is a sub-port of Antilla, all Authorities are located at Nicaro 
(delegations). 

RADIO: Vessels proceeding to Cuba can communicate with Antilla 
Agency through “CLA” Havana Radio Station which promptly relays the 
message to Antilla. 

Vessels cannot communicate directly with the port of Nicaro. 

Masters must send their ETA messages simultaneously to Mambisa 
Antilla and Mambisa Havana. 

Means of communications at Nicaro are long distance telephone and 
telegraph. 

Telephone communications are rather irregular and difficult, therefore 
any instruction or sudden change in previous instruction to vessels 
operating at Nicaro may not be delivered in time. 

TUGS: Obtained from port of Antilla. Therefore it is recommended that 
when vessels are assigned to this sub-port, advice of their ETA be given 
with sufficient time prior to vessels’ arrival. Particulars of tugboats are 
shown under “Antilla” information. 
BERTHING: Nicaro Pier: 
North side: 
(a) Max. draft: 9.14 m. (b) Max. length: 156 m. 

On this side are performed operations of general cargo, fuel oil, diesel 
oil and liquid ammonia. 

South side: 

(a) Max. draft: Base 6.71 m. 
Head 9.14 m. 

On this side are performed operations of Anthracite coal, Nickel and 
general cargo. 

At the South side, there is less water due to coal falling in water during 
discharge, which prevents vessels docking at the head with a draft over 
5.71 m. 

This pier was built of reinforced concrete, 210.31 m. long, of which, 
counting from the head of pier, 137.16 m. correspond to the berthing 
area, and the remaining 73.15m. are the narrow part of the pier 
connecting with the shore, not used for operations. 

Along both sides of pier runs a railroad track of standard gauge, and 
also trucks can operate. 

At the South side of pier, mounted on rails, is a gantry crane. 

The boom of the crane is about 15.24 m. long, and although mounted 
on the South side, can operate also at the North side, which is not often 
done, because it looses much of its efficiency and speed. 

The crane is electrically powered, and it is equipped with a grab 
1.5 tons and another of 3 tons capacity, steel slings, special slings for 
loading nickel, etc. 

The above equipment, excluding ship's tackle, is the only equipment 
available for loading or discharging at this port. 

Cargoes handled by the Port: 

Imports: Anthracite coal, 
occasionally diesel oil. 

Exports: Nickel oxide, nickel sinter. 

Coastal Trade: Fuel oil, diesel oil and general cargo. 
STEVEDORES: Loading or unloading of general cargo, nickel, mineral 
coal, etc., is performed by port workmen of sub-port of Nicaro. 

Raw sugar-loading rate. At present, average loading rate in a period 
of 4 hours per gang, is about 1,330 bags. 

Bags per sling (Guatemala sugar): 6 bags of raw sugar (of 220 pound 
type) per sling. Nicaragua sugar: 6 bags of raw sugar (of 220 pound 
type) per sling. Sugar bags from sugar mills Guatemala and Nicaragua 
are transported from respective mills to Nicaro in railroad flat cars, 
already slung. 

Refined sugar. No refined sugar is exported. 

General cargo discharging rate. General cargo of a fragile nature and 
careful handling: about 5 tons per gang hour. General cargo of sturdy 
nature and easy handling about 20 tons per gang hour. 


(b) Max. length: 156 m. 


liquid ammonia, general cargo and 
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Bagged cargo: about 30 tons per gang hour. 

Mineral coal: at present the shore crane is averaging 110 t.p.h. 

Nickel: at an average of 800 bags (26 tons) per gang hour. 

Bulk sugar: no bulk sugar equipment available. In those cases when 
bulk sugar operations are performed, the necessary equipment is 
obtained from sub-port of Preston. 

Working Hours: Sugar: Monday to Friday: 0700 — 1100 hrs., 1300 — 
1700 hrs. Saturday: 0700 — 1100 hrs. 

Nickel loading and other cargoes: Monday to Friday: 0800 — 
1130 hrs.,1230 — 1700 hrs. Saturday: Same periods. 

On Sundays the port does not perform any work, except discharging 
of tanker vessels. 

Labour legislation presently in force provides that the numbers of 
hours to be worked is 8 hours daily, from Monday to Friday, and 4 hours 
on Saturday, for a total of 44 hours weekly. 

MEDICAL: Hospital at Nicaro offers good service to ships’ crew 
members. In case of special attention, the patient can be taken to 
Holguin, where there are reliable specialists. 

Dental care is available at Levisa, 6 km. distant. 

TANKERS: Liquid Ammonia: 26 in. Fuel oil: 28 in. Diesel oil: 1 <6 in. 
WATER: (Potable or for boilers): \t is supplied to vessels while docked 
to Nicaro Pier (both sides). Average delivery rate: 30 t.p.h. 

FUEL: Not available. 

REPAIRS: There is no repair shop at this port. 

DISTANCES: The nautical distance between Nicaro and Antilla for 
vessels drawing over 6 ft. draft is 24 miles. For small craft drawing less 
than 6 ft. the distance is 14 miles. By highway, 130 km. from Nicaro to 
Antilla. 

Sea transportation takes 1 hour 45 minutes, and highway 2 hours 
30 minutes. There is a daily launch service between Nicaro and Antilla. 
Launch leaves Antilla 0930 hrs. arriving at Nicaro at 1130 hrs. and a 
launch leaves Nicaro at 0930 hrs. arriving at Antilla at 1130 hrs. 
DEVELOPMENTS: Pier of 225 m. with berthing for 2 vessels and depth 
of 10.0 m. nearing completion. 


SHIPMASTER’S REPORT: September 1990. 
Documents: 
12 copies Crew List. 
3 copies Stores List (including narcotics, ship's cash, bonded stores 
and ship's stores). 
3 copies Crew Declaration (including jewellery, cameras, electronic 
equipment, video and radio cassettes, cash and sun glasses). 
1 copy Health Declaration. 
Pilotage: Pilot boards about 1 mile N.E. of Pta. Mayari. 
Restrictions: Vessels can only enter at slack water because of the 
current, twice a day. Sailing possible at any time. 
Tugs: Use of tugs not compulsory. 
General: The Authorities came on board as soon as the vessel berthed. 

Crew members are issued with shore passes, and a form on which 
watches, cameras and money are entered, when crew member goes 
on shore leave. 

Crew members are not allowed to take Cuban money back to the 
ship, or change it ashore with the local people. 

The Master has to sign many bills for the Agent before departure, all 
should be inspected carefully. 

Before entering port, vessel should check that it has sufficient dunnage 
and lashing materials, as it is in short supply, expensive and takes a 
long time to arrive. Dunnage costs U.S.$ 116.00 per cu.m. Wire clamps 
and steel wire are difficult to obtain, and vessel may only receive half 
the amount requested. 


AUTHORITY: Sub-port of Nicaro is under Antilla Custom House 
jurisdiction. There is a Custom House Delegate at this sub-port, who 
acts as a Delegate of the Captain of the Port. 

Vessels at Nicaro are handled by personnel of Antilla offices who visit 
Nicaro, and are located at Oficina de la Marina, Tel. 216. In case this 
office is closed, these personnel could also be contacted through 
Customs House telephone of Nicaro. 


AGENT: Antilla Agency personnel attend. Agent has a small office, close 
to the pier, telephone number 96220. 


(c) SUB-PORT OF FELTON: 


LOCATION: Lat. 20° 44’ 45” N., Long. 75° 35’ 40” W. (See Plan) 

Felton, as are Antilla and Preston, is located in Nipe Bay and is the 
closest port to the Bay entrance. 

It is located 1.75 miles to the S.W. of Saetia, just in Cajimaya Cove 
and 3 miles East of Preston. 

At the present time this port mainly handles the importations of raw 
materials for the fertiliser plant in the vicinity of the port. 

PILOT: From the place where Pilot boards the vessel to Felton Pier 
there is a distance of 5 miles. 

ENTRANCE TO PORT/CONDITIONS/LIMITATIONS: As described 
under Antilla, up to Pt. Carenero (Saetia), the channel is common to the 
three ports located in Nipe Bay. 

On reaching Pt. Carenero, vessels alter course Southward towards 
Felton Channel and after four changes in the pilotage route the port is 
seen. 

The most remarkable points of visual orientation after Pt. Carenero is 
sailed past, are: 

On the East side: Saetia Cay, Points Campeador No. 1, 2 and 3; light 
buoys Nos. 1-A and 3-A (green light) and the unlit buoys indicating the 
port channel. 

On the West side: Pt. Cobos, Pt. Largo, the town of Felton and the 
unlit buoys marking the channel. 

Entrance to the port up to Cajimaya Anchorage can be effected either 
in day or night-time, but docking or undocking is performed only during 
daylight hours, if it is not windy. 
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Anchorage for this port is Cajimaya Anchorage, but Saetia Anchoray 
can also be used. 

RESTRICTIONS: Manoeuvers are limited to daylight hours and we 
wind of Force 3 or less. 

Vessels with LOA less than 153 m. can operate with draft up to 8.53. 
MAX. SIZE: LOA 170 m. Max. draft 7.92 m. 
pegs e tng rete epee Tidal variation at this port averages from 2.25) 
to 2.5 ft. 

CLEARANCE: Vessels can proceed directly to Felton, as py 
Authorities from Antilla are taken by launch to visit vessel at Felton Pe 
or at sea in Cagimaya Anchorage. 

RADIO: It is recommended that ETA messages be given to Mamby 
Antilla and Mambisa Havana simultaneously. 

The means of communication between Felton and Antilla » 

telephone and telegraph. 

TUGS: 11,200 h.p. Use of tug is compulsory. 

BERTHING: The place of operation of Felton is a solid coastal-pier by 
of concrete, although vessels are not docked directly at it. 

Vessels are berthed to 4 solid steel dolphins, 20 m. apart. 

Dolphins are located at about 15.24 m. from the side of the pier ay 
therefore vessels are 15.24 m. off the pier. 

Pier is located at the East side of that portion of land on Nipe Bs 
and runs from North to South. 

Besides the four solid dolphins, vessels are secured also to ty 
mooring buoys located 250 m. to the West, in front of and parallel to 
pier. 

There is an electric shore crane mounted on rails that runs along ty 
pier, which is used mainly for the discharge of bulk raw materials » 
fertilisers, with a 4 ton grab. If the grab is removed the crane is capa 
of lifting up to 40 tons, and can be used for the discharging of heay 
equipment, such as tractors, bulldozers, etc. This crane has a wide fig 
of operation. 

Also in operation at this port is a device called ‘Unicular", a kinds 
hopper-car, which runs on rails from the hatch of the vessel to the pe 
and is loaded by ship's gear to its full capacity of 3 tons. 

Cargoes handled by the Port: 

Imports: Fertiliser raw materials in bulk, occasionally general carg 

Coastal Trade: Discharge of fuel oil, occasionally general cargo. 

Exports: None. 

MEDICAL: There is a small hospital at Felton where crew membe: 
requiring medical and dental care are attended. 

Cases requiring surgical or specialised treatment, are sent either! 
Mayari Hospital or Lenin Hospital, at Holguin. 

TANKERS: 1 x8 in. line for fuel oil. 

FRESH WATER: Temporarily no water available at Felton. 

FUEL: Not available. 

REPAIRS: Cannot be performed at this port. 
TRANSPORTATION: Usual means of transportation between Felt: 
and Antilla, and other nearby ports, is by launch and also by road. 

From Felton there are the following distances and travelling time 


By launch By road 
Antilla 11 miles — 1 hr. 30 min. 2 hrs. 30 min 
Nicaro 3 miles — 30 min. 50 min 
Preston 4 miles — 40 min. 1 hr. 


DEVELOPMENTS: Mole for 6 vessels to be constructed. 
AUTHORITY: The Port Authorities are located at Antilla and visit Felt 
as necessary. 

AGENT: See “Antilla’”. Mail should be sent through Antilla’s main oft 
by registered mail. Spares by railway express to Antilla. 


BANES: 20.54 N. 75.41 W. 


LOCATION: Banes is located on 
Lat. 20° 53’ N., Long. 75° 40’ W. 

Banes is a sheltered, land-locked port located next and to the We 
of Nipe Bay. 

Traditionally this port used to ship raw sugar and molasses, thalé 
the production of “Nicaragua” sugar mill, formerly “Boston”. 

Due to limitations imposed by the characteristics of this port to® 
length of vessels, and the constant increase in size and tonnage’ 
vessels operating currently in Cuba, gradually the port lost its use # 
importance, and nowadays is only used for coastal trade. 

While approaching Banes, the points of visual orientation are: 

Banes Bay Light, shown from a red iron skeleton structure, 9.14" 
above sea level, situated about 365 m. Southward of Pt. Fuerte; a s™ 
house located on the Southern side of the entrance to bay, and the pt 
entrance itself, cliffs at both sides and forming a remarkable canyo* 

Banes Lighthouse is located on the Western extremity of Caraco® 
Beach, between Pt. Fuerte and Pt. Penasco. 

At the extremity of Pt. Penasco there is a masonry house, visible! 

to 2 or 3 miles away. 
PILOTAGE: Vessels should pick up Pilot at 20° 53’ N., 75° 29’ W.,1™ 
N.E. of Banes Canyon Lighthouse. Pilot station located at Embarcad® 
(Banes). Agent informs Pilot of ship's arrival by means of local telepno" 
Distance from point where Pilot boards vessel to pier is about 6 mi@ 
ANCHORAGES: Macabi Anchorage: Located S.S.W. of Nicaray 
Pier. 

Limitations: Max. draft 9.45 m., max. length 109 m. Swinging 2 
About 620 m. 

Anchorage can accommodate 2 or 3 vessels. ; 

Bottom is soft mud but anchors hold well and vessels anchor with! 
4 shackles of chain. 

RESTRICTIONS: Entrance is through narrow channel with sharp 4° 
where there is a strong current. For this reason vessels can only 
and sail on slack water tide and during daylight. Assistance of ® 
necessary for entering and sailing. Bottom and banks are rock and 
Depth about 18.29 m. 


the North coast of Cub 


MAX SIZE: Max. length due to characteristic of channel is of 106 m. 
Due to insufficient water at pier, and in bay, ships are limited to draft of 
TR erage of about 2 ft. 4 in. between high and low tides. 
RADIO: Ships can communicate with port by wireless via CLA, but 
mended that ETA message be sent to Antilla Agency, 
simultaneously advising Mambisa Havana. é 
: At present no tug available, but when needed same is requested 
fom Antilla. Particulars of tug shown under Antilla information. 
BERTHING: bop od Pier: (formerly Banes Pier): Max. length allowed 
io vessels 106 m., draft 5.18 m. at base and 5.79 m. at head. 
The pier is in very bad condition and is out of service. 
TANKERS: Fuel oil: 18 in. diameter. No cargo operations performed 
at anchorage. : 7 . 
MEDICAL: There is a hospital where sick crew members may be 
italised. Dental care is also available. 
EDORES: Working Periods: For discharge of fuel oil: 24 hours a 
day, 7 days a week. ; 
Dry cargo vessels operate Monday to Friday: 0700 — 1100 hrs., 1300— 
1700 hrs. Saturday: 0700 — 1100 hrs. Sunday: No work performed. 
Labour legislation presently in force provides that the number of hours 
to be worked is 8 hours daily, from Monday to Friday; and 4 hours on 
Saturday, for a total of 44 hours weekly. : 
FRESH WATER: Fresh water supplied, delivered by 3 in. diameter 


pipeline. ; 
FUEL: Not available. 
REPAIRS: No repairs can be effected at this port. 
TRANSPORTATION: Transportation between Nicaragua Pier and 
Antilla or Banes is by road. From the pier to Banes there is a distance 
of 15km. and to Antilla 50 km. 
COMMUNICATIONS: Only means of communications between Antilla 
and Banes are telepnone and telegraph. 
PORT AUTHORITIES: All Port Authorities are located at Antilla except 
Port Captaincy which is located at Banes. 

Authorities travel from Antilla to clear vessels at Banes. 


AGENT: See “Antilla”. 

For information regarding ship's operations, Antilla Agency should be 
contacted. Antilla office personnel travel to Banes to attend vessels 
operating there. Any mail should be addressed to Antilla Agency. Spare 
parts by railway express. 


CAIBARIEN: 22.32 N. 79.28 W. 


LOCATION: This port is located on the North coast of Cuba: 
Lat. 22° 32’ N., Long. 79° 28’ W. 

Port operations are effected at Cay Frances Anchorage, 16 miles from 
the City of Caibarien. 

In rough weather, operations are generally suspended, because it is 
not possible for the lighters to remain alongside ship. 

In spite of the fact that all cargo operations are effected by lighterage, 

pd port is most efficient and very often surpasses the cargo rates of 
other ports. 
PILOTAGE: Pilots board vessels 0.5 mile from Catalina buoy (entrance) 
of Cay Frances Anchorage. Pilot station is located at Caibarien. Usual 
means of communication is radio-telephone, which is available at Port 
Captain's Office in Cay Frances. Advice also given by motor-launch. 

Distance from point where Pilots board vessels to: 

Inner anchorage (La Caldera) — 2miles 

Outer anchorage (La Poza) — 0.5 mile 

Outer anchorage (Port Buoy) — at same place where Pilots 

board vessels. 
ENTRANCE TO PORT/CONDITIONS/LIMITATIONS: The port is 
sntered directly from open sea, and there is no entrance channel. 
Vessels must proceed to the first buoy of Outer Anchorage (Catalina 
Buoy), and at that point pick up the pilot. 

Vessels can enter or sail from Frances Cay Anchorage with 200 m. 
length and with a maximum draft of 10.67 m. 

When vessels draw less than 6.09 m., they proceed to the Inner 
Anchorage (La Caldera). When vessels draw 6.09 m. up to 7.92 m., they 
proceed to the Outer Anchorage (La Poza), and those drawing over 
7.92 m. proceed to the third anchorage (Port Buoy). 

The following regulations must be observed during vessel's stay at 
Caibarien Roads: 

Vessels arriving with a draft of 5.94 m. or less: 

(a) All ships arriving with a draft of 5.94 m. or less must proceed to 
the Inner Anchorage for loading or unloading, being compulsory to 
‘emain in this anchorage until reaching a draft of 6.10 m. even keel. 

(0) If Master refuses to proceed to this Inner Anchorage with a draft 

5.94 m. or less, he incurs a penalty of extra charge of about seven 
cents on each bag of sugar to be delivered in this port, payable to the 
“ew of the sugar barges employed in the transportation of cargo from 
Shore warehouse to the anchorage of Frances Cay. 

hitting or changes of anchorage: 

(a) Vessels must remain at the same place where the official pilot of 

Port anchored the vessel. 

(b) lt is not allowed, by the Port Authorities, to shift or change the 
ae place indicated by the official pilot of the port, without 
Aanerisation from Customs House official in charge on board the vessel. 

So all shiftings and changes of anchorages will have to be done under 

Supervision and command of the local pilot. 
Master of the vessel will notify the Customs House officer on 
d, when Shiftings or changes of anchorages are required, then the 
ms House officer will notify the pilot accordingly in proper time, as 
shift are the official pilots and the only ones authorised to perform the 
'Ng Or change of anchorage places. 
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Please also note that in case the aforementioned orders are not 
followed or observed by the ship's Master and/or ship's officers, a 
penalty or fine of minimum $500.00 (five hundred dollars) will be 
charged to the vessel, which fine will have to be paid by Master prior to 
departure from the port. Besides the penalty, no cargo will be delivered 
to the ship if she is anchored in any place other than that indicated by 
the local pilot. 

Careful attention should be paid to these important notices in order 
to avoid unnecessary expenses, responsibilities and loss of time during 
stay loading vessel in this port. 

Frances Cay lights are visible at a distance of 8 miles away, and stand 
on a concrete square pyramid tower, painted white, in the following 
position: Lat. 22° 38’ 21” N., Long. 79° 15’ 12” W. 

RESTRICTIONS: Entry and departure only possible during daylight 
hours. 

MAX. SIZE: Entering and Leaving Caibarien: LOA 200 m. Draft 10.67 m. 
Inner Anchorage — La Caldera: LOA 150 m. Draft 6.10 m. 

Outer Anchorage — La Poza: LOA 170 m. Draft 7.92 m. 

Outer Anchorage — Port Buoy: LOA 200 m. Draft 10.67 m. 

Ponton San Pascual: LOA 150 m. Draft 5.10 m. 

RADIO: Means of communications between Caibarien and Cay Frances 
is radiotelephony. 

Several tugs operating at this port are also equipped with 
radiotelephony; likewise stevedores enterprise, Port Captaincy and the 
molasses reservoir (Ponton San Pascual). 

The official radiotelephony hours of communication are: 0800 — 0900, 
1100 — 1400 and 1600 hrs., but after these hours, other communications 
can be established, upon request. 

At Caibarien there are the following means of communication: 

National wireless telegraphy, telegrams, long distance telephone and 
Post Office. 

Mambisa Caibarien Agency is connected with the National Telex 
System and this is the best means of communication with this port. 

Vessels navigating to Cuba can send their messages to Caibarien 
through “CLA” Havana Radio Station which relays the messages 
promptly to Caibarien. 

Masters must send their ETA messages simultaneously to Mambisa 
Caibarien and Mambisa Havana. 

Pilot VHF works on Channel 16. 

Perens The port has several barges and 3 tugs for towing the 
arges. 

STEVEDORES: Sugar working pa Monday to Friday 0700 to 

1100 hrs. and 1300 to 1700 hrs. Saturdays 0700 to 1100 hrs. Sunday, 

no work is performed unless urgent. 

Although bagged raw sugar is reported as an exportation product of 
the port, for the last 2 years no sugar has been exported through 
Caibarien. 

Loading rate: About 1,000 bags of raw sugar per gang-period. For 
each gang, not less than 1,950 bags are placed alongside vessel for 
each 8 hours working period. 

For vessel able to make faster reception, it is possible some days for 
about 3,000 bags to be loaded. 

Bags per sling: 5 bags per sling loaded. 

Work capacity: 2 vessels can be operated simultaneously. 

General cargo: Only empty jute bags imported and discharging rate 

prox. 20 tons per gang hour. 

MEDICAL: There is a hospital at Caibarien for sick crew members. 
TANKERS: Only blackstrap molasses exported by this port. When 
tankers arrive drawing less than 6.10 m. or in ballast, they dock at 
Pontoon or Hulk San Pascual, which is located in 6.10 m. of water, 
proceeding then to complete at another port, or are shifted from this 
place to La Poza or Port Buoy Anchorages, where they complete the 
cargo, which is delivered by barges. 

Average pumping rate 55,000 gallons per hour. 

FUEL: No bunkers available. 

FRESH WATER: Available. 

DUNNAGE: No wood available, paper available if requested well in 

advance. 

REPAIRS: Minor repairs only. Repair shops at Caibarien, but due to 

distance from Caibarien to Cay Frances, it is difficult and expensive to 
rform repairs. 

TRANSPORTATION: Transportation means to and from Caibarien are 

poor, although railroad and bus services are available. 

Best means of transportation is by train or bus to Santa Clara and 
from there transportation is available to any place or city. 
AUTHORITY: All port authorities located at Caibarien 16 miles from Cay 
Frances anchorage, where they travel by launch or motor-boat to clear 
vessels. 

AGENT: Empresa Consignataria Mambisa, Agency Caibarien, Avenida 
9 No. 601, Apartado No. 72, Caibarien, Prov. de Las Vilas. Telephone: 
3-3706 (office). Telex: 041224. Cable: Mambisa Caibarien. 

As Caibarien has no air mail or air express service, all mail and parcels 
should be sent to the Havana main offices from where it will be relayed 
by the quickest means to Caibarien. 


CARDENAS: 23.03 N. 81.12 W. (See Plan) 


Cardenas is the Northernmost port of Cuba being in a large bay 
9 miles wide N.W. to S.W. and from 6 to 10 miles long from West to 
East. 

It is a shallow bay with muddy bottom. 

PILOTAGE: Pilots board vessels in vicinity of Cayo Piedras. 

Pilot station at Cardenas. Distance from where Pilot boards to the pier 

is 16 miles, and to Cayo Diana 7 miles. 
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APPROACHES: Entrance to port is effected between Monitos Cay and 
Piedras Cay or between Piedras Cay and Mono Cay. 

The channel head is located at a point almost equidistant to Blanco 
Cay and the end of Hicacos peninsula, but closer to the latter. 

It is an artificial channel but it has no narrowness and no turns. 

Its bottom is rock, sandy at the head and for the first mile, and muddy 
all the rest of its course. 

In front of the pier the channel opens in the shape of a funnel forming 
around it the inner harbour or basin. 

Approaching Cardenas, the most conspicuous points of visual 
orientation are: 

Piedras Cay lighthouse which stands 24 m. above high tide, a stone 
cylindrical construction on a white building, its white light visible up to a 
distance of 14 miles. 

Southwestward of Piedras Cay the long ribbon of white sands of 
Mexadern Beach can be seen, and in the background the hotels and 

uildings. 

To the S.E. Diana Cay lighthouse, @ 38 ft. high metal tower and the 
string of cays such as: Chalupa, Ronitto, Blanco, etc. 


RESTRICTIONS: Considering that from the place where Pilots board 
the vessels up to the pier or vice-versa takes about 4 hours, including 
manoeuvres, vessels must commence manoeuvres to enter or sail from 
this port at least 3 hours before dusk. Vessels are allowed a maximum 
length of 170 m., max. draft of 5.2 m. Tidal variation averages 2 ft. 

In case of large vessels, it is necessary to wait for slack water for 
crossing the channel stretch known as Buba Channel, about 2 miles 
long, between Buba and Diana Cays. 


ANCHORAGES: Quarantine Anchorage No. 1: Located 0.5 miles E.S.E. 
of Mono Cay, draft allowed 8.0 m. 

Triangulo Anchorage No. 2: Located between Piedras Cay, Mono Cay 
and Buoy No. 1, draft allowed 7.0 m. 

Diana Cay Anchorage No. 3: Located about 7 miles from pier, draft 
allowed 6.24 m. 

Bay Anchorage No. 4: Located 2 miles from pier, draft allowed 4.27 m. 
Cayo Piedra Anchorage: Located 16 miles from pier in the open sea, 
swinging area unlimited, draft allowed 12.19 m. 


MAX. SIZE: LOA 170 m. Draft 5.2 m. 


RADIO: Vessels navigating to Cuba can communicate with Mambisa 
Cardenas through “CLA” Havana Radio Station which immediately 
relays the messages to Cardenas. 

While navigating in Cuban waters gst agg Cardenas, vessels can 
communicate by radiotelephone with “CLW” Cardenas Radio Station 
on 2760 kHz. 

Masters must send their ETA messages simultaneously to Mambisa 
Cardenas and Mambisa Havana. 


TUGS: Normally tug not required to assist berthing, but when vessels 
have to berth head to shore, assistance of tug is necessary. 


BERTHING: The only place of operation at Cardenas is its pier. 

It is of solid reinforced concrete construction having double standard 
railroad tracks along the length of pier, on each side. It is also well paved 
and trucking operations can be performed alone or in combination with 
railroad operation. 

Railroad cars do not interfere with cargo operations, as once emptied 
they can be carried out by shifting them to the second track or by going 
around the pier by the opposite side. 

. reyes discharging fuel can be operated at either side or at the pier 
ead. 

‘ There are 3 fresh water intakes on each side and one at the head of 

the pier. 

Pier is capable of operating 5 vessels at a time, that is: 4 regular size 
vessels, 2 at each side, and a tanker at the head. 

Both sides of pier are of equal length and have same facilities, being 
at the N.W. and the S.W. sides. 

Cardenas Pier: 
Length 290 m., width 80 m. (262 ft.). Max. draft allowed for vessels’ 
operations 5.2 m. 

The dock has space to dock 4 vessels (2 at each side) (South side 
out of service), and a small size vessel at the head of pier, but personnel 
available at present time is enough for working only 1 dry cargo vessel 
and a tanker vessel loading national crude oil or discharging fuel oil. 
Dredging of the port has recently been completed and there is a plan 
to increase port personnel 

No operations at bay or anchorage performed at this port. 

Cargoes handled by the Port: mports: General cargo, bagged fertilisers, 
flour, lumber and wood pulp, etc. 

Exports: Bagged refined sugar. 

Coastal trade: Loading national crude oil and discharging of fuel oil. 


STEVEDORES: Export of refined sugar and alcohol. Port has the 
following auxiliary equipment: 1 shore crane, 3 fork lift trucks, 
4 conventional tractors, 3 rail tractors. 

Working periods: loading sugar from Monday to _ Friday 
0700 — 1100 hrs., 1300 — 1700 hrs.; Saturday 0700 — 1100 hrs.; Sunday: 
no work performed. 

When vessel does not achieve daily rate during regular hours, work 
is carried out from 1900 to 2300 hrs. 

Raw sugar loading rate: about 1,138 bags (of the 220-pound type) 
loaded per 4 hours per gang. This is not a fixed rate but when exceeded 
stevedores to be paid extra. Bags per sling: 4 bags of raw sugar (of the 
220-pound type) loaded per sling. 

Refined sugar: about 2,500 bags (of the 100-pound type) or 2,272 
bags of 50 kilos, loaded per 4 hours per gang period. This is not a fixed 
rate, but when it is exceeded an additional payment must be made. 
Bags per sling: 12 bags (of the 50-kilo type and 100—pound type) loaded 
per sling. 

Bulk: Only ees are available for loading bulk sugar. 

Equipment: One shore crane, 6 forklift trucks, 4 tractors and 3 rail 
tractors. 
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MEDICAL: Cardenas General Hospital and a clinic. 
TANKERS: Discharge of fuel oil: There are 2 intakes at the pier: 
One at North side and 1 at South side. 
Pipe-lines 8 in. and all connections 6 in. in diameter. 
FRESH WATER: Pier has 7 water intakes connected to a water resery, 
which is supplied by tank-trucks and/or railroad tank-cars. 
Delivery rate: 20 t.p.h. 
Daily delivery rate dependent upon transportation available. 
FUEL: Not available. 
REPAIRS: No repair shop at this port. 
DUNNAGE: Wood, paper and cardboard available. Paper availabe 
requested well in advance. 
TRANSPORTATION: Transportation to and from Cardenas is good 
To Havana there are scheduled bus departures each hour» 
Varadero every 30 minutes, and also several departures to Sagua, 
Grande, Isabela and other nearby cities. 
AUTHORITY: All port authorities located at Custom House building 


AGENT: Consignataria Mambisa, Agencia Cardenas, Calle 2 om 
Cespedes y Ave. 2da., Apartado No. 2847, Cardenas, Proy. 4 
Matanzas. Telephone: 306 (office); 4840 (night). Telex: 052% 
Cables: Mambisa Cardenas. 

All urgent mail and parcels should be sent to our main offices; 
Havana from where it will be relayed to Cardenas by the quickest mex 
possible to ensure prompt delivery. 

Ordinary and non-urgent mail or parcels can be sent directly) 
Mambisa’s Cardenas Office. 


CIENFUEGOS: 22.09 N. 80.27 W. (See Plar 
(including sub-ports of Casilda (Port Trinidad) and Tuna 
de Zaza) 


LOCATION: Cienfuegos Bay, by its natural characteristics, offers amp 
protection for vessels within port premises. It is about 10 miles lox 
from North to South and 3 miles wide, from East to West, surround: 
by high ground and mountains. 

The Coastal outline is rugged inside the bay, due to numerous point 
and creeks and at the widest part of the bay, to the N.W., is the city: 
Cienfuegos and some of the port's installations, and further, to the Not 
of the city, the remainder and most modern of the port installations. 
PILOTAGE: The Pilot boards the vessel at 1 mile S.W. of Los Colorad: 
lighthouse at the following geographical position: 

Lat. 22° 01’ 33” N., Long. 80° 26’ 53” W. 

Vessels head 350° when sea force does not exceed Force 3, ov 
Force 3 the heading should be 080°, and the ladder should be place 
on the Leeward side. 

From this place to the different places of operation of the port the 
is a distance of 7 to 8 miles. 

Pilot station is located at Jagua Castle, on the West coast of the be 
just in front of and to the West of Pasa Caballos Point. 

Pilot service is available 24 hours daily and they have a 24 hor 
watch, and advice of arriving or sailing ships is announced by 
semaphore station. 

Pilotage service is stopped when the following meteorologe 
conditions prevail. For entering/sailing: Over Force 4 and winds o# 
Force 5 from the 2nd/3rd quadrant. 

In the inner harbour, docking and undocking manoeuvers are stopp 
when there is Force 5 from 1st quadrant (for docking) and Force 6 fv 
2nd and 3rd quadrant (for roam § 

ENTRANCE TO PORT/CONDITIONS: Entrance to port is by a char 
which begins between the points of Los Colorados and Sabanilla # 
runs for 3 miles up to La Milpa Point. From La Milpa the chant 
continues toward the interior of the bay firstly by the South # 
afterwards by the West of Carenas Cay up to the General Anchorat 

From the General Anchorage vessels can proceed either to the p# 
at the South of the port or to the North anchorage and the installato’ 
of the North Zone. 

The bottom of the channel is muddy and its various depths are as follo 
From the head of the channel up to Las Milpas max. depth is 624° 
at lighted buoy No. 3 and minimum of 20.72 m. at the West of Pé 
Caballos Point. 

From La Milpa up to General Anchorage minimum is 14.6 m. and! 
then on up to the North Anchorage minimum of 12.2 m. 

The channel has 2 sharp turns only, but adequate precautions ™ 
be taken when entering Cienfuegos harbour, always with Pilot on bo# 
which is compulsory at all ports. The first turn of 68° is at Pasa Caba® 
Point and because this is the narrowest part of the channel where T@ 
currents flow strongly, it is here where precautions should be exert 

The second turn of 98° is at West of Carenas Cay, but due to” 
width of the channel at this point and the fact that tidal currents h 
no great effect, manoeuvres are easier at this turn. 

The port of Cienfuegos can be entered at day or night time. 

At the entrance to the port, at Los Colorados Point, there ® 
lighthouse also named Los Colorados which rises 25.33 m. above 
tide, located at Lat. 22° 02’ 04” N., Long. 80° 26’ 29” W. 

The lighthouse is painted in a white-yellowish shade and flashes ¥” 
light every 5 seconds visible 21.8 miles away. 

ANCHORAGES: The Bay of Cienfuegos has ample anchorage 20” 

The most important are: General anchorage at about the midd# 
the bay and North anchorage, at the North part of the bay. 

Regarding the capacity and conditions of Cienfuegos anchorag® 
can be said that they meet the requirements of the largest vessel W* 
presently or in future could enter this port. 


Anchorage: Located on the North part of the bay, at the Zone 
nw. of the city and South of Tricontinental Pier and Ramirez Cove. 
This zone is located between: Lat. 22° 09' and 22° 09' 30" N. and 
Long. 80° 28' and 80° 28’ 30” West. 
although the bottom is soft mud the anchors hold perfectly well and 


ly. 
urn depth of anchorage is 12.19 m. and it can accommodate 
several large vessels with sufficient swinging area. Vessels anchor with 
kles of chain. 
ie place vessels await berth, bunkers or water, etc. and also can 
discharge or load by means of barges. | 
General Anchorage: Located in the middle of the bay and covers a 
square space limited by Pt. Gorda and Jaragua Cove at the South and 
>, Majagua and Pt. Salinas at the North: 

(Lat. 22° 07’ N. — 22° 08’ 15" N., Long. 80° 27’ 15” W. — 80° 28’ W.). 

Maximum draft is 10.97 m. Bottom is soft mud but in spite of this 
anchors hold well and securely. 

Usually vessels anchor with 3 shackles of chain. 

At this anchorage vessels await berth, bunker, water, provisions, etc. 
and also can discharge or load by means of barges. 
quarantine and Explosives Anchorage: Located at 0.5 mile off Pt. Barril. 

As indicated by its name, this anchorage is used in case of quarantine 
to vessel or when carrying explosive cargo. The bottom is soft mud 
naving a depth of 15.25 m. Vessels anchor at this anchorage with 3 
shackles of chain. 

RESTRICTIONS/MAX. SIZE: Maximum length for entering or sailing 
from this port is 207 m. and maximum draft is 11.55 m. 

Vessels up to 207 m., entering or sailing from Cienfuegos should take 
the following measures: 

Only during daylight hours, during slack water and the assistance of 
2 suitable tugs. 

For entering/sailing up to 187 m. with slack water, for sailing with ebb 
tide and entering with flood tide with assistance of a tug, of not less than 
1,200h.p. Over 187 m., entrance daylight only, maximum draft is 
11.55 m. 

The entrance channel, from landfall buoy up to Buoy No. 15, allows 
one vessel to navigate at one time, preference given to the incoming 
vessel. 

Also see “Berthing”’. 

RADIO: Vessels navigating toward Cuba can communicate with 
Mambisa Cienfuegos Agency through “CLA” Havana radio station which 
relays the message to Cienfuegos immediately. 

When navigating in Cuban waters and nearing Cienfuegos, vessels 
can communicate directly through “CLC” Cienfuegos radio station which 
immediately informs Mambisa Cienfuegos Agency of any message 
received and the Agency can answer through “CLC”, which also have 
radiotelephony system. 

Masters must send their ETA messages simultaneously on VHF 
Channel 16 to Mambisa Cienfuegos and Mambisa Havana. 

There is complete telephone service: Local, long distance and 
International. 

RCA System radiograms have national and international service. 

There are also the Wireless Service, Government Public Telegraph 
Service and Post Office. 

The Agency can communicate with Havana and the rest of the ports 
by telex, this service being the most reliable and quickest of the means 
of communication. 

Cienfuegos telex number is 042118, 042109. 

TUGS: 2x 1,200 h.p., 1x 168 h.p., 1x 230 h.p. and 1175 h.p. 
BERTHING: 
Max. Draft Max. Length 
ene (m.) m.) 
Tricontinental Pier: 


East Side (Bulk sugar) 10.52 207 
West Side (Cereal) 10.52 207 
Berth No. 3 (Portico crane) (Citric) 9.75 140 
Berth No. 4 (Portico crane) (Citric/ 
General cargo) 9.45 140 
Berth No. 5 (Portico crane) 
(Citric/General cargo) 
Pablo E.Guzman Pier (West Side) (bow) 8.84 186 
(stern) 9.14 
Molasses Terminal 
(East Side out service) 9.75 
ICP Submarine Pipeline 11.58 207 
Olimpia Medina Pier 
No. 1 General cargo 7.92 170 
No. 2 General cargo and container 
East End 7.62 170 
West End 7.92 
No. 3 Cement and General cargo 5.79 170 
Fertiliser Plant Submarine Pipeline 9.45 162 
hermoelectric Plant Submarine Pipeline 10.97 207 
North Anchorage 12.19 
General Anchorage 10.97 
arantine/Explosives Anchorage 15.24 


Tricontinental Pier: Located S.E. of Ramirez Cove. 
Pha to load to maximum draft, vessels have to move about 5.5 m. 


Itis a solid construction of reinforced concrete, 207 m. long and 43 m. 
= The East side of the pier is specially conditioned for loading bulk 
@W sugar and has 2 cranes, mounted on rails, that run along the length 

pier, each capable of loading 600 tonnes/p.h. 

Although the length of the pier is 207 m., at the East side, the berthing 

h is only 165 m., because at the shore end there are 2 resting 
ray for the cranes, where they remain when idle. 
n direct line with the pier is the parabolical warehouse, which is 
“apable of holding 90,000 tonnes of bulk raw sugar. Next to it is the 
®ceiving station of the plant, where a continuous flow of railroad hopper 
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cars discharge the sugar coming from many sugar mills in Las Villas 
and Matanzas provinces. 

The West side of the pier is presently used for discharging cereal. 
Fresh water available by pipeline. 

Docking to this pier can be effected either in day or night-time because 
it is well lit. 

All operations, except loading bulk raw sugar, must be effected by 
means of trucks because although railroad tracks reach the shore end 
of pier, there are no tracks alongside. 

Vessels nominated to load bulk raw sugar at Cienfuegos, must arrive 
at Tricontinental Pier clean and ready to load and any undesirable 
dunnage material must be discharged at other ports, due to the fact that 
it has only sufficient personnel to attend the mechanical loading and 
there are no stevedores available. 

Olimpia Medina Pier (Formerly Cacicedo Pier): Located on the South 
side of the city at Marsillan Cove. 

There is settling in the dock line of Berths No. 1 and 2. Berth No. 3 
shows landslide in dock which limits the draft. 

Also see “Berthing”. 
STEVEDORES: Mondays t tidays: 0700 — 1100hrs., 1300 — 
1700 hrs. Saturdays: 0700 — 1100 hrs. 

Although the above are the official working hours of the port of 
Cienfuegos, frequently 3 shifts of 8 hours each are worked, commencing 
at 0640 hrs. Also on Sundays a shift is worked from 0640 to 1100 hrs. 
This is done whenever all conditions, including personnel and weather, 
are favourable. 

The port can operate 12 ships simultaneously as follows: 

1 Loading bulk raw sugar. 

2 Loading or discharging general cargo (docked). 

1 Loading or discharging general cargo (on anchorage). 

1 Loading molasses. 

4 Tanker vessels discharging petroleum products. 

3 Operating at Citric Docks. 

Through this port all kinds of cargoes are imported. 

Exports: Bulk raw sugar, molasses and occasionally general cargo. 

Coastal trade: Discharge of petroleum products, and other kinds of 
coastal trade cargoes are seldom handled by this port. 

The following equipment is owned and operated by the port: 

9 Cargo Barges, 300 tons each. 

2 Fuel Barges: 300 tons each. 

1 Water Barge: 400 tons. 

1 Floating Crane: 35 tons. 

23 Shore Cranes: Capacity 6 tons — 80 tons. 

27 Forklifts. 

All bulk raw sugar is shipped by the Bulk Raw Sugar Shipping Plant 
by means of modern mechanical equipment and bulk raw sugar ex-bags 
is not shipped through this port. 

MEDICAL: Sick crew members can be hospitalised at the General 
Hospital. 

TANKERS: Pablo E. Guzman Pier (Formerly Ferrocarril Pier): Located 
on the N.W. side of the city, between Pt. Arenas and Pt. Verde. Berthing 
during daylight only. 

It is only used to discharge clean petroleum products and for supplying 
diesel oil bunker to vessels. 

West Side: 
Cargo handled by this side: Discharge of diesel oil, kerosene and 
asoline*. Connection diameter: 8 in. 
ischarging rate: About 400 t.p.h. 

*Although three different products are discharged, only one can be 
discharged at a time, as there is only one pipe-line to shore tanks. 
East Side: Out of use. 

Molasses Terminal Berth (Formerly Naticorp Pier): Located on the 
West coast of Pt. Majagua, this installation consists of a wooden narrow 
passage 549 m. long ending at a steel platform along which runs the 
pipelines, one 16 in. and other 12 in., and a catwalk. 

Loading of molasses is performed through three connections, 
diameter 8 in. each. 

Docking can be effected only during daylight hours. 

Vessels berth to 4 solid dolphins, 2 mooring buoys aft, and 2 fore, 
across the head of the installation (they are not in good condition). 

Loading rate: 350 t.p.h. 

Water and bunkers not available by pipeline. 

ICP Submarine Pipeline Anchorage (Formerly Standard Anchorage): 

Located East of Point Majagua. 

Orientation of moored ship: North — South. 

Buoys are lacking maintenance. 

The Submarine Pipeline is 12 in. x 884 m. long from the intake up to 
the deposit tanks. The connection is 8 in. in diameter. 

Vessels berth to 3 mooring buoys aft and use both anchors. 

The only product handled is fuel oil, at a rate of discharge of 420 t.p.h. 

No water or bunkers available by pipeline. 

Berthing operation performed only during daylight hours. 

Fertilisers Plant Submarine Pipeline: 

Located West of Buoy No. 3D. 

Orientation of moored ship: E.N.E. — W.S.W. 

According to the new pipeline installations for Naphtha and fuel oil, 
there is no capacity on the berth for ship with a length over 162 m. 

It has been recommended that the stern mooring buoys be relocated 
further to the West, in order to operate vessels up to 207 m. length and 
the need to replace the missing bow buoy. 

The fuel oil pipeline has a length of 2,310 m. and 16 in. diameter, with 
a 10 in. connection. 

The Naphtha pipeline is 10 in. diameter and has a 10 in. connection. 

Vessels berth to 3 mooring buoys aft and use the starboard anchor 
of the ship. 

The bottom is soft mud. 

Vessels discharging Naphtha must pump, after discharging same, 
about 200 tons of fresh water, and this must be taken at a port prior of 
call, as delay may result to vessel if Cienfuegos water barge is not able 
to supply the water. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engler, 


Average rate of discharging: 
Naphtha: 400 tons per hour. 
Fuel Oil: 450 tons per hour. 

Berthing operation to this place is performed during daylight only. 

No water or bunkers available by pipeline. 

Thermoelectric Plant Submarine Pipeline Anchorage: 

Located S.E. of the Bifurcation Buoy. 

Orientation of moored ship: N.W. — S.E. 

The hooks of the mooring buoys are inverted. The bow mooring buoy 
has sank, and no buoy rope has been placed to mark it, and therefore 
to perform manoeuvre of casting port side anchor is difficult. 

Pipeline is 14 in. in diameter and connection is 6 in. diameter. 

Vessels berth to 3 mooring buoys aft, and to another mooring buoy 
at the port side forward, and use the starboard anchor. 

Only product handled is fuel oil, which can be discharged at an 
average rate of 500 tons per hour. 

Berthing operations can be performed only during daylight hours. 

No water or bunkers available by pipeline. 

FRESH WATER: (Potable or for Boilers): Delivered by means of barge, 
capacity 200 tons. 

Water can be obtained at either side of Tricontinental Pier at an 
average rate of 10 t.p.h. 

FUEL: Regular bunkers can be obtained at this port (whatever type of 
diesel oil or fuel oil may be stored in the shore tanks at the time of 
delivery). 

Fuel oil is supplied to vessels by means of barge, capacity 325 tons 
which is towed to the place where ship is operating or berthed. 

Diesel oil is supplied by docking at pier, by pipeline. 

If any tanker vessel is operating at “Pablo E. Guzman” Pier, delivery 
must wait until tanker finishes operations and leaves pier. 

Mixtures of fuel and diesel oil, IFO, (Intermediate fuel oil), cannot be 
obtained at this port. 

DUNNAGE: This port has conditions and facilities to supply dunnage 
materials, but specially in the case of wood dunnage, requisition must 
be placed at least 5 days before delivery date. 

REPAIRS: Minor repairs possible, advance notice required. 


SHIPMASTER’S REPORT: May 1979. 
Documents: 

1 Copy Maritime Declaration of Health. 

1 OP Clearance from Previous Port. 

Derat Certificate or Exemption. 

1 Copy Cargo or Ballast Manifest. 

10 Copies Crew Lists. 

5 Copies Personal Effects (including new clothing). All individual 
Crew Lists must have Christian names as well as Surnames — 
initials not sufficient. 

3 Copies Provisions Lists. Meats and weights to be separated by 
countries i.e. Beef (Argentina) 200 Ibs., Beef (U.K.) 400 Ibs., etc. 

4 Copies Stores Lists. 

1 Copy Vaccination List. Apparently no vaccination necessary for Cuba. 

4 Copies Currency Lists. All currency placed in Master's safe together 
with jewellery, valuables etc., and sealed. 

N.B. Crew only allowed: 1 watch, 1 radio, 1 tape-recorder and 

6 cassettes, remainder to be bonded. 

Officials: On arrival ship is boarded by Doctor who gives pratique, 
after which ship is boarded and sealed by Customs and Immigration. 
After this the Customs Control Board, and the ship is searched from 
stem to stern. 

There is also a search when the ship sails although the search is not 
so thorough and they only seem to be looking for stowaways. 

Meat and fish room are sealed throughout stay but sanitary inspectors 
board every day (and charge 5 pesos per visit) to take out sufficient 
selected stores for the day. 

Pilotage: Compulsory. 

Anchorage: Safe anchorage inside the bay only. Outside the entrance 
the water is too deep. There is sufficient room for anchorage of 
15 vessels. Depth 8 fathoms. The bottom is soft mud which gives very 
good holding ground. 

Restrictions: There is a whirlpool in the entrance at “Pasa Caballos 
Turn” at various states of the tide when navigation is not possible during 
a — tide. Sailing is only possible between HW and LW when the tide 
is ebbing. 

Max. Size: Max. permissible draft 38 ft., tidal range about 1.5 ft., 
max. LOA 207 m. 

Radio: The radio room is sealed throughout the stay. 

VHF: VHF Radio in Pilots and Agents office. The Pilots all seem to speak 
English. There is no VHF on pilot launches, they were expecting new sets. 
Tugs: One tug available, 1,200 h.p. 

Berthing: Tricontinental East Pier: Max. draft 31 ft. forward, 33 ft. aft. 
However the berth is being dredged to 38 ft. Max. LOA 200 m. Length 
of pier 555 ft. Tidal range approximately 1.5 ft. Density 1022. 

Vessel loaded bulk sugar and with full ballast (except No. 3 deep tank) 
vessel! had 5 ft. clearance at the ship's side rail. 

Bulk sugar loaded from conveyor belt on the shore which is said to 
have a very accurate weightometer incorporated. 

Loading rate with one loader 400 tonnes p.h. and with two loaders 
1,000 tonnes p.h. 

The warehouse on the quay is said to hold 30,000 tonnes. 

Work carried out throughout 24 hours. 

The stowage factor of the bulk raw sugar was 43.8 cu. ft./metric tonne. 

The berth is very well fendered, however the after mooring points 
were poor. 

Fuel: Available. Grade not known. 

Fresh Water: Available. Rate 10 t.p.h. Also available by water barge. 
Medical: Two hospitals and doctor available. Vaccinations by the port 
doctor were said to be free but ship was charged by the Agents. 
Repairs: Engine work can be done with permission for immobilisation. 
Repatriation: Possible. 
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Shore Leave: Shore pass not to be in any way defaced or shore 
for that person will be stopped. Ship's pass and Seaman's Dischary 
Book is handed to guard at bottom of gangway who issues anothy 
pass. This has to be exchanged for another pass further up the do, 
where all money is counted, all valuables are written on pass, {j 
ashore is entered on pass and then one is free to proceed to the to» 
by bus. There is no seaman's mission or any places of recreation, » 

has same procedure has to be gone through on the return to ty 
vessel. 
General: The spare propeller must be sighted before loading ¢y 
commence. 

Flags: Courtesy flag must be higher than house flag. 

Lifeboat: Lifeboats can be swung out. 

Painting: Punt can be used for shipside painting. 

Stores: Fruit and eggs very cheap and plentiful and of good quality 

Refuse: Garbage must be in covered containers which are sprays, 
together with the ship's fridges, storerooms, galley and pantries » 
vessel's arrival. 

Ratguards: Ratguards must be on all ropes throughout vessel's 
and must not be allowed to fall or blow off or vessel is fined. Many ray 
were seen in the dock area. 


AUTHORITIES: All port authorities are located at port of Cienfuegos 

From Cienfuegos to. Casilda and Tunas de Zaza, followin 
transportation can be used: railroad, trucks, barges. 

It takes from 2 to 5 hours, according to transport conditions, to tray 
from Cienfuegos to Casilda or Tunas de Zaza. 

Distance, by sea, from Cienfuegos to Casilda 45 miles; to Tunas & 
Zaza 80 miles. Suggested that railroad or highway be used to traye 
from Cienfuegos to Casilda or Tunas de Zaza. There is daily omniby 
and auto service from Cienfuegos to Casilda and Tunas de Zaza. 

There is a daily flight Havana — Cienfuegos which arrives ¢ 
Cienfuegos around 1130 hrs. and departs for Havana at about 1200 hr 

Also a daily departure of passenger railroad service Cienfuegos — Havan 

Bus line Cienfuegos — Havana has scheduled departures every 2 hours 

Other bus lines have excellent service to Camaguey, Santa Clara an 
other cities. 

Taxi service is available to any point within city limits or to any place 
or city and should be requested to our Cienfuegos Agency. 


AGENT: Empresa Consignatarias Mambisa, Agencia Cienfuegos 
Avenida 50 No. 2712, POB 420. Tel. 5718, 6422 and 5632 (Night: 6715 
and 5332). Telex: 042118, 042109. Cables: “Mambisa Cienfuegos". 

Recommended that all correspondence or instructions be sent throug: 
Havana main office. Cienfuegos Agency attends ships that operate 2 
Casilda and Tunas de Zaza. For any information concerning vesses 
operating at these sub-ports, Cienfuegos mt ee should be contacted 

Mail should be sent by airmail, parcels and spare parts by air express 

Any mail or parcels received at Havana by our Main Office, destination 
Cienfuegos, are sent daily by air express to Cienfuegos Agency, whic 
use the same method from Cienfuegos to Havana. 


(a) SUB-PORT OF CASILDA: 21.45 N. 79.59 W. (See Plan) 


LOCATION: The Port of Casilda is located on the South coast of Cuba 
Lat. 21° 45’ N., Long. 79° 59’ W. 

This is the shipping port for Trinidad, distance 3 miles from Casilda 

The town of Casilda and the port are situated on the North shore @ 
a safe, landlocked small bay, shoal over its greater part. 
PILOTAGE: Pilot boards the vessel in position Lat. 21° 37’ 36’N. 
Long. 79° 52’ 32” W., that is, one mile Southwest of the lighthouse 0 
Blanco Cay of Casilda, and from this place to Casilda Pier, the distance 
is 9 miles. 

Blanco Cay is a small islet of 6.71 m. above sea level, havin 
numerous palms and trees, and a lagoon in the centre. 

Blanco Cay is located in position Lat. 21° 38’ 28” N. — 21° 38’ 14"N 
Long. 79° 52’ 53” W. — 79° 53' 29” W. 

At the Eastern end of Blanco Cay, there is a lighthouse consisting 0 
a metal structure 13 m. high with flashing white light. 

During daytime, the tall palm trees are more conspicuous than the 
lighthouse. 

ENTRANCE TO PORT/CONDITIONS/LIMITATIONS: Jobabo Channe 
is the main entrance to this port and runs East of Blanco Cay. 

Channel bottom is soft mud and on its course has a difficult “S” shape 
turn where precautions should be taken, nevertheless a tug is ™ 
required for entering or sailing manoeuvres. : 

Entrance to and sailing from port can be effected only during daylig” 
hours and Masters must take notice that if vessel arrives 
daybreak and Pilot is required in order to anchor and wait for daylight 
an extra charge will be incurred. 

In the same manner, if vessel arrives at dusk, it is likely that sh 
cannot enter port, because docking must take place during daylight. 
ANCHORAGES: The port has several anchorages, such as: “La Poza 
located at bay, 5.18 m. draft; “Bajo del Medio”, an area 2.5 square miles 
minimum depth 9.1 m. and length 170 m. “Jobabo" minimum dept 
11 m. and length 170 m. 

Also N.E. of Blanco Cay there are anchorage areas, having 12.0% 

draft, and more. 
MAX. SIZE: Vessels can enter and sail with max. draft of 7.62 m. a 
length up to 170 m. Tidal variation about 2 ft. : 
RADIO: Vessels navigating to Cuba can send their messages via “CLA 
Havana Radio Station, which immediately relays the message ® 
Mambisa Cienfuegos Agency. 

While navigating in Cuban waters, Masters can contact “CLC 
Cienfuegos Radio Coastal Network, which also relays the messagé 
promptly to Cienfuegos Agency, and can answer them by the sai? 
system. 

Station “CLC” also has radiotelephony. 

Masters must send their ETA messages simultaneously to Mambs 
Cienfuegos and Mambisa Havana. 
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: None. 
TUGFHING: Casilda Pier: 
gerth No. 1 (West side): 
(a) Draft: 7.62 m. 
fo) Length: 170m. 
handled by this side: 
imports: General cargo, wood pulp and caustic soda. 
Exports: Bagged refined and raw sugar. 
No. 2 (South side): 
(a) Draft: (bow) 7.01 m. 
(stern) 7.32 m. 
(p) Length: 170 m. ads 
Only tankers operate on this side. 
Cari handled by this side: : / 
imports: Fuel oil, crude oil and occasionally diesel oil. 
Exports: Alcohol. ; ; : ; 
Coastal Trade: Fuel oil, crude oil and occasionally diesel oil. 
Casilda Pier is built in the shape of a “L’, the upright part of the “L” 
peing the West side (158 m. length) and the inferior part, the South side 
118 m. length). 
. ine *L” shape of pier accounts for the West side being longer than 
the South side. ; 
Railroad tracks are iaid along its length and, at the paved West side, 
trucking operations can be effected. 
South side is not paved, and is mostly used for operation of tankers. 
Two vessels can operate simultaneously at Casilda, one at the West 
side of the pier loading sugar or discharging dry cargo, and another at 
the South side discharging petroleum products or loading alcohol. 
STEVEDORES: Working periods: 
Monday to Friday 0600-1000 hrs., 1200-1600 hrs.; Saturday 0600- 
1000 hrs., 1200-1600 hrs.; Sunday when necessary, same periods. 
Raw sugar loading rate: 1,200 sugar ry suai per gang per day. 
Bags per sling: 6 sugar bags per sling. ration capacity: only one 
vessel can operate. 
Refined sugar loading rate: 1,500 bags per gang per day. Bags per 
sling: 12 bags loaded per sling. 
Shore crane: No shore crane available. 
Bulk sugar equipment: no bulk sugar equipment available. 
Warehouses: 2 warehouses with capacity for storage of 70,000 bags 
of sugar. No. 1 (at the pier) 40,000 bags (250 Ib.). No. 2 (at the Real 
Street) 30,000 bags. 
TANKERS: Fuel/Crude Oil: 1 <8 in. diameter. 
Diesel Oil: 16 in. diameter. 
Alcohol: 1x5 in. diameter. 
Also see “Berthing”. 
MEDICAL: Sick crew members can be sent to Trinidad City Hospital. 
FRESH WATER: Available by pipeline in limited quantities. 
FUEL: Not available. 
REPAIRS: Not available. 
DUNNAGE: Wood dunnage is not available at Casilda. Paper dunnage 
is available if requested well in advance as there is a small stock in the 
port, and if vessel's requisition exceeds port's stock, difference can be 
brought from the paper mill nearby. 
TRANSPORTATION: Transportation to or from Casilda is difficult. 
Railroad system connects Casilda with Trinidad continuing to Cumbre, 
where it joins the Central railroad system, or to the city of Placetas, 
located on the Central highway system. From Cumbre railroad travel is 
available to any place in Cuba, likewise at Placetas by road. 
There are also roads to Cienfuegos and Sancti Spiritus. 
AUTHORITIES: Port Captain, Custom Authorities and Port Doctor travel 
from Trinidad to Casilda. 


AGENT: If any information required regarding ships operating at Casilda, 
Cienfuegos Agency should be contacted. Agent in the port available, 
but difficult to contact. Telephone number 2077. 

Crew mail or any other mail should be sent to Havana main office, 
from where it is sent to Cienfuegos. 
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(b) SUB-PORT OF TUNAS DE ZAZA: 21.37 N. 79.32 W. (See Plan) 


LOCATION: Seaport of Sancti Spiritus. Port lies about 1.25 miles North 

of Point Ladrillo. 

TAGs: Pilot may board vessels either at Breton Channel or Tunas 
annel. 

Distance from point where Pilot boards vessel entering through Breton 
Channel to Tunas de Zaza anchorage is 8 miles. From place where 
Pilot boards vessel entering through Tunas Channel is 1.5 miles. Pilot 
Station for Tunas Channel, located at Cayo Zaza de Fuera. For Breton 
Channel, entrance of Breton, that is, 8 miles from anchorage. 

AX. SIZE: Two channel entrances for this port; one through Breton 
Channel, which is with turns, but not dangerous. Vessels can enter or 
Sail through this channel drawing up to 29 ft. The other one through 
Tunas Channel, has no turns. Vessels can enter and sail through this 
channel, drawing up to 22 ft. No length restrictions. 

Tidal variation 1 ft. 6 in. Vessels can enter day and night. 

RADIO: Via Radio Havana, for relay through Cienfuegos Agency. 
was: 3 tugs: Arturo, Don Juan, and Tuinicu, which tow up to 6 barges. 
ERTHING: All operations are effected at anchorages. 

a Anchorage: Located about 1.25 miles South-Westward of the 
one Draft: From 24 ft. to 27 ft. Soft mud bottom. 

uter Anchorage: Located South of Pt. Ladrillos. Draft: 30 ft. (load only 
UP to 29 ft.). Soft mud bottom. 

nly one vessel at a time can be handled. 
fe are 9 barges available for loading sugar with total loading 
capacity of 7,500 bags. Sugar loading rate: 1,500 bags per gang daily. 
S per sling: 6 sugar bags loaded per sling. 
ulk Sugar equipment: None. 
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STEVEDORES: Working periods — loading sugar: Monday to Friday 

0600-1000 hrs., 1200-1600 hrs.; Saturday O600-1100hrs., 1200- 

1600 hrs.; Sunday: when necessary. 

ee For sick crew members, there is a general hospital at Sancti 
piritus. 

FUEL/REPAIRS: None. 

FRESH WATER: No water available. 

DUNNAGE: None. 

TRANSPORTATION: There are two daily car services, and also road 

transportation is possible by bus but car service is preferable. 

AUTHORITIES: There are Custom House and Captain of the Port 

Delegations at this sub-port. Customs also acts for Immigration. Port 

Doctor located at Zaza del Medio. 

Vessels can proceed directly to this sub-port where they are visited 
by port authorities. Means of transportation used by port authorities to 
give entry is by launch service. 

At this sub-port Custom House and Captain of the Port have 
delegations, but not port Doctor. 


AGENT: Vessels operating at this sub-port are attended by personnel 
from Cienfuegos Agency. 
Mail should be sent to Havana for forwarding to Tunas de Zaza. 


GUANTANAMO: 19.59 N. 75.10 W. (See Plan) 


LOCATION: Guantanamo is an ample, sheltered, landlocked bay of an 
approximate extension of 11 miles. 

The mouth of the port is formed by 2 points: Point Leeward on the 
West side and Point Windward on the East side. Point Windward is 
round shaped, drab olive coloured and with arid cliffs, where, on a grey 
painted building is located a lighthouse, the white light of which flashes 
twice every 20 seconds and is visible up to a distance of 26 miles. Point 
Leeward is low, having a landing field. 

For description purposes, Guantanamo Bay may be divided into what 
could be considered outer harbour and inner harbour. The outer harbour 
is rugged having a number of creeks with several cays, mostly in the 
centre. This outer harbour is almost entirely occupied by the United 
States of America Naval Base and it is convenient to make clear that 
the merchant vessels nominated for operations at Boqueron, located in 
the inner harbour, do not need any permit or authorisation of said Naval 
Base. 

The inner harbour is most ample, practically free of cays and widening 
out forms 2 bays, separated by Point Manati. The bay located at the 
N.E. is known as Joa Bay. 

Guantanamo City is located at a distance of 23 km. inland, in the most 
important coffee-growing district of Cuba. 

Guaso River flows into the Northwestern extreme of Guantanamo Bay 
and Guantanamo River at St. Nicolas Point. 

APPROACHES: Wide entrance channel with mud bottom and free from 
navigational hazards. 

PILOTAGE: Pilots board vessels at distance of 1 mile from Buoy No. 1 
at port entrance. 

Distance from where Pilots board vessels to: General anchorage: 
7.5 miles. “Boqueron” Pier: 7 miles. 

ANCHORAGES: Max. draft 25 ft. to 27 ft. Swinging area 400 m. 
MAX. SIZE: Vessels can enter with max. draft up to 19 ft. and length 
610 ft. (tankers), 558 ft. (cargo vessels). Tidal variation is from 1.5 ft. to 
2.5 ft. depending on season. 

RADIO: Vessels navigating toward Cuba can communicate with 
Mambisa Caimanera Agency through “CLA” Station at Havana and 
“CLN” Station in Havana, “CLM” Station in Santiago de Cuba, where 
message will be relayed to Caimanera by telegraph service or directly 
to the Agency, also through radio by the 6,810.0 kHz on U.S.B. calling 
“C.0.D. 81 Mambisa Guantanamo”. 

Masters must send their ETA messages simultaneously to Mambisa 
Caimanera and Mambisa Havana. 

At Caimanera there are the following services: 

Telephone, local and long distance, telegraph and Post Office. 

There is also available telephone communication between Caimanera 
and Boqueron. 

VHF: Caimanera Mambisa office works on Channels 16 (international 
call channel), 12, 13, 74 (as working channels) and 10, 11, 14, 71, 73, 
68 and 9 (as coordination channels). 

Harbour Master can be contacted by telephone No. 99-164 and by 
VHF through Channel 16. In Caimanera, where Pilot Office is located, 
they can be contacted by telephone No. 99-345 or by VHF on 
Channel 16. 

Port of Boqueron: Terminales Mambisa del Oriente can be contacted 
by telephone No. 35085 or 91-186/187 and by VHF through Channel 16. 

Bulk Maritime Terminal can be contacted by telephone No. 91-196/ 
218 and 33512. No VHF available. 

Customs House can be contacted by telephone No. 91-197. 

TUGS: There are 2 tugs available for manoeuvring in the port, 
“Polar 7” — 750 h.p. and “Tercer Frente Oriental” — 1,340 h.p. 
BERTHING: The pier is a solid concrete construction 504 ft. long and 
60 ft. wide. 

Along the pier and after construction of new bulk terminal for raw 
sugar, there will be 2 standard gauge railway tracks. 

Molasses is loaded at the South side (operational side) due to 
construction of bulk terminal on North side. 

Although the draft at either side of pier is 22 ft., vessels load only up 
to 19 ft., owing to the draft of the port channel. 

Boqueron Pier: 

(a) North Side: 

Length: 504 ft. Draft: 22 ft. 

Under development. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engl, 


(b) South Side: 

Length: 504 ft. Draft 22 ft. 

Only one vessel can operate at present. 

One vessel can load raw sugar by means of the bulk terminal crane 
(rate of cargo approximately 700 tonnes per hour) which runs alongside 
the pier or if a self-sustained vessel, by its own gear. 

Also see “Shipmaster's Report” dated March 1993. 
STEVEDORES: Sugar and molasses loading operations are carried out 
at this port. 

Working periods at Terminales Mambisa for loading or unloading 
operations are: 0700 hrs. — 1100hrs., 1300 hrs. — 1700hrs. from 
Monday to Friday, and 0700 hrs. — 1100 hrs. on Saturday. Sunday work 
whenever necessary. 

Working periods for Maritime Bulk Terminal are continuous since they 
load vessel until finished every day of the week during crop/exportation 
season. 

MEDICAL: At Caimanera there is a modern hospital equipped for both 
medical and dental services, where crew members are attended when 
required. 

In serious cases or when highly specialised medical care is required, 
the patients are sent by ambulance to Guantanamo Provincial Hospital. 
TANKERS: Molasses pumping rate average of about 35,000 gallons 
per hour. 

FRESH WATER: Can only be supplied by Boqueron Pier through 2.5 in. 
pipe-line. Delivery rate is 10 t.p.h. Vessel must furnish hoses. 
FUEL/REPAIRS: Not available. 
TRANSPORTATION: Transportation between 
Boqueron is effected only by means of launches. 

Distance between Caimanera and Boqueron is 1.5 miles. 

From Caimanera to Guantanamo, travelling could be effected either 
by railroad or paved highway and for both routes the distance is 23 km. 

There are 3 daily scheduled trains, 2 bus departures and Agency car 
can also be used, travelling time being approximately 40 minutes. 

From Guantanamo to Havana there is a scheduled bus service with 
several departures daily. Travelling time from Guantanamo to Havana 
by bus is 16 hours. Also there is a daily departure at 0830 hrs. of an 
airway service between Guatanamo and Havana. 

There is a very efficient service of minibuses for the transportation of 
travellers to and from the airport. 

From Guantanamo to Santiago de Cuba there is also bus service with 

limited departures daily, travelling time being 2 hours. 
DUNNAGE: Although dunnage materials can be obtained at 
Guantanamo, if possible, it is preferable that vessel arrives supplied with 
same, because sometimes the requisition of the vessel may be higher 
than the port stock, and that could mean delays. 

Whenever necessary to request dunnage materials at this port, the 
requisition should be made not less than 5 days in advance of vessel's 
arrival. 

GARBAGE DISPOSAL: Service not available. 
WASTE OIL DISPOSAL: Serivce not available. 
SEAMAN‘S CLUBS: None. 

CURRENCY: Cuban Peso. 


Caimanera and 


SHIPMASTER’S REPORT: March 1993. 
Vessel: 
Deadweight: 14,970 tons. 
Arrival Draft: 19 ft. 00 in. (maximum). 
Sailing Draft: 19 ft. 00 in. (even keel). 
Cargo Loaded: Bulk raw sugar (6,357 tonnes). 
Berth: Boqueron Terminal. 
Location: The port is located on the East coast of the bay in approximate 
position Lat. 19° 58’ N., Long. 75° 07’ W. 
Documents: 
12 copies Crew List. 
3 copies Crew Effects List (Cuban forms). 
3 copies Ship's Stores List (Cuban forms). 
3 copies Foreign Money List. 
1 copy Health Declaration (Cuban form). 
4 copies Stowage Plan. 
Pilotage: Pilots board vessels at the entrance of the channel near Buoy 
No. 1 (red). To avoid delays/fines, vessels must report ETA to 
“Mambisas Caimanera”, not less than 24 hours prior to arrival. Two 
hours prior to arrival, vessels can contact Agents and Pilots by VHF 
Channel 16. 
Approaches: The main channel is well marked, but not wide. No 
difficulties in navigation or manoeuvres were experienced. 
Restrictions: Vessels can enter and sail with max. draft up to 19 ft. Entry 
and departure is performed during daytime only, from 0600 hrs. to 
1730 hrs. 
Anchorages: The general anchorage is located South of Joa Bay, near 
and West of Boqueron Pier in depths of between 21 ft. — 24 ft. 
Berthing: Boqueron Terminal: Only one vessel can operate at Boqueron 


port. 
North Side: Draft 19 ft., length 500 ft. 

Cargo handled: Presently none, but mostly molasses. 
South Side: Draft 19 ft., length 500 ft. 

Cargo handled: Bulk raw sugar. Mechanical loading at 600 tonnes per 
hour (approx.). Bagged raw sugar can also be loaded. 
Tugs: One tug available at Boqueron Pier, assisting only. 
Fresh Water: Available at both sides of the pier, rate approximately 
5t.p.h. — 6 t.p.h. 
Transportation: From Boqueron to Caimanera, only launches can be 
used. Price about U.S.$ 40.00. 
Communications: At Caimanera, there are telephone services for local 
calls at Mambisas office, and for international calls without difficulties at 
Caimanera Hotel. 
Health: Free Pratique given by radio (procedure may be requested via 
local Agents), otherwise on arrival at general anchorage. 
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Authorities: All authorities located at Caimanera. Harbour Master, 
Customs, Port Doctor and Agent boarded at general anchorage. 
to sailing, vessels are normally searched by the authorities for » 
stowaways. 

Shore Leave: Crew members are allowed to go ashore. Shore iea, 
Passes are not required. ' 


AUTHORITY: Port Authorities are located in Guantanamo City 
Caimanera where Mambisa Agency Office also is located. Caiman, 
lies ae the bay, just in front of Boqueron Pier, at a distance , 
1.5 miles. : 

The Harbour Master can be contacted by VHF Channel 16, 

telephone No. 99-164. 
AGENT: Empresa Consignataria Mambisa, Agency No.) 
Guantanamo, Linea No. 19, Entre Marina y Correos, Apartado No: 
Caimanera, Provincia Guantanamo, Post Code 97-800. Telephone: % 
186 (Agency), 99-135/204 (Night). Telex: 062138. Cables: Mambiy 
Guantanamo/Caimanera or Boqueron. 

Agency VHF works on Channel 16. 

Mail and Parcels: Must be sent to the Main Office at Havana, becauy 
vessels loading sugar at Guantanamo usually load their cargo in a ve, 
short time and all mail and parcels received would be sent» 
Saneaes tas or a second loading port, whichever is deemed to ensy, 

lelivery. 


GUAYABAL: 20.42 N. 77.36 W. (See Plan 


PILOTAGE: The pilot boards the vessel at the entrance of Cuatro Reals 
Channel, in position Lat. 20° 27° 00” N., Long. 78° 00’ 30” W. 

At this place, the vessel is one and a half miles East of Carapady 
Cay, where the lighthouse of the same name is located. 

From this point to Guayabal Pier, there is a distance of 28.2 miles. 
ENTRANCE TO PORT/CONDITIONS/LIMITATIONS: The entrance} 
the port is effected through Cuatro Reales Channel, which in its lowe 
part is 13.72 m. deep and 310 m. wide. 

In this narrowest part of the channel, there is a turn of about 2) 
where precautions must be taken. 

Transit of the channel may be performed during day, and there is 
limitation as to the length or draft of the vessel, but the conditions an 
limitations of Guayabal Pier and Inner Harbour must be taken in: 
consideration, and are fully explained under “Max. Size”. 

Tug assistance is required for mooring/unmooring. 

From Guayabal Pier to the South, there is a dredged channel 2,474 n. 
in length and 60 m. wide. At about 80 m. from the pier head, the channg 
opens in the shape of a funnel and from Guayabal’s Inner Harbour whic 
is 255 m. wide. 

The above mentioned channel was never racked, and due to that fac 
its bottom is irregular, with loose stones and deep caves, which causes 
anchors to foul and affects the vessel's manoeuvers, but in the inne 
harbour there is no such problem. 

ANCHORAGES: There is an ample anchorage area of hard mud bottor 
from the South of the buoys, marking the entrance to the dredge 
channel, which leads to the dock, up to about 3 miles to the Southwes. 
The average depth is 12.27 m. No length limitations for entering/sailing 
from te 

RESTRICTIONS: Daylight only entering and sailing whilst repai 
underway. 

MAX. SIZE: Official draft for the port is 10.67 m., but Pilots advis 
max. draft with which vessels may sail from the berth is 9.9 m. at HW 
There is no length limitation. 

COMMUNICATIONS: All radiograms must be sent to Mambisa — Santi 
Cruz del Sur. All telephone communications between Santa Cruz & 
Sur and Guayabal, as well as with any port of the country are affects! 
through the new automatic telephone system. 

Master's ETA messages should be sent simultaneously to Mambisi 
Santa Cruz del Sur and Mambisa Havana. Mail should be sent * 
cerry main office Havana, from where it is forwarded to Santa Cuz 
del Sur. 

TUGS: 11,480 h.p. and 2x 150 h.p. 

BERTHING: The West side of the pier is specially designed for loadit 
bulk raw sugar mechanically and is the deepest side where vessels c@ 
be loaded up to 9.45 m. for sailing at high tide or up to 8.84 m. to s# 
at any time. 

It must be understood that such draft of 9.45 m. is given only for sailitg 
loaded, but does not indicate that an arriving vessel with 9.45 m. dre 
can dock, even at high tide. 

This situation is originated by the dimensions of the manoeuvring ale 
around the pier. 

Max. draft allowable for vessels arriving to complete cargo ® 
Guayabal (molasses, alcohol, or sugar) at the West side of pier is 7.62" 

A tanker nominated for discharging fuel oil at Guayabal must are 
with a max. draft of 9.14 m. to be docked at the West side, bow faci 
shore, and must discharge until a draft of 7.62 m. or less is attained, * 
order to turn around and sail out. 

At the East side of the pier vessels can dock bow facing shore, we 
max. draft of 7.32 m. forward and 8.23 m. aft. 

Vessels nominated to load bulk raw sugar at Guayabal must art 
clean and ready to load. 

Any undesirable material or any ee | dunnage materials, ms 
be discharged at a previous port, because at Guayabal the only avai 
personnel are those operating the equipment of the Bulk Raw Sug? 
Terminal and no stevedores are available. 

Guayabal Pier: Some repairs are underway at the installation, offic? 
draft has been reduced to 9.45 m. (31 ft.), due to obstruction inf 
channel. 

East side: Draft: 7.32 m. forward, 7.62 m. aft. Maximum length: 169* 
Maximum length will not exceed 169 m. until repairs are finished, wo 
Original length (190 m.) is returned to. 
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usually docking manoeuver is bow facing shore, in which conditions 
ls are permitted with a maximum draft of 8.23 m., provided that 
undocking, maximum draft does not exceed 7.62 m. 
Fyel oil, molasses and alcohol are handled by this side. 
west side: Draft 9.45 m., length 170 m., breadth 25.0 m. Over 25.0 m. 
dth, draft 8.84 m. For sailing only in high tide. 
Usually docking manoeuver is bow facing sea, since vessels enter 
to load bulk sugar, and a shallow of 7.62 m. limits the necessary 
ing for vessels to sail, which compels vessels to enter the inner 
napour in ballast. Vessels with a length up to 150 m. can dock with a 
daft of 9.14m. Vessels with length 150 m. — 170 m. cannot exceed 
7.62 m. draft. 
roe with a length over 170 m., cannot enter with a draft exceeding 
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7.32 m. 
Sinile works of enlargements and repairs take place, manoeuvers for 
entering/sailing must be carried out during daylight, when meteorological 
conditions permit it, with special caution and 1st quadrant winds. In 
cases of 3rd and 4th quadrant winds (pushing), docking manoeuvers 
will not be carried out. 

Manoeuvers must be supported by a 1,200 h.p. tug as minimum. On 
this side, the equipment for loading bulk sugar operates. The boom of 
the equipment can reach out up to 10.36 m. from the outer edge of pier. 

Cargoes handled at this side: Bulk raw sugar, molasses and alcohol 
and oocasionally fuel oil, jute bales and spare parts for sugar mills. 
port Operational Capacity: Two vessels can operate simultaneously, 
one at the West side of the pier loading sugar, and another at the East 
side loading molasses or alcohol or discharging fuel oil. 

Cargoes handled by the Port: 

Exports: Raw bulk sugar, molasses or alcohol. 

|mports: Fuel oil and occasionally empty jute bags or spare parts for 
the sugar mill of the vicinity. 

Coastal trade: Fuel oil (discharge). 

STEVEDORES: Sugar loading in bulk. Loading of molasses and alcohol 
takes place frequently. Fuel oil and general cargo discharge. 

Working Hours: Monday to Friday: 0600-0800 hrs., 
0830-1100 hrs., 1200—1530 hrs. 

Saturday: 0600-0800 hrs., 0830-1030 hrs. 

Sunday: When it has been necessary, work has been performed. 

Sugar in bulk — at pier there is an installation operated by electric 
motor control which moves a convex-shaped conveyor and transports 
the bulk sugar from warehouse to the vessel. 2 thrower machines, 
600 and 400 t.p.h. respectively. Average loading rate about 250 t.p.h. 
although occasionally average of 400 tons has been obtained. There is 
some time lost on account of shifting the crane. Occasionally shovellers 
are required, and work continues 24 hours a day. 

General cargo — it is not customary to receive general cargo at this 
sub-port, although on occasion bales of empty jute bags have been 
received, destined to neighbouring sugar mills. At present there are no 
facilities for discharge of general cargo, and no shore cranes available. 
TANKERS: Shipment of molasses and alcohol is quite frequent. Vessels 
discharging fuel oil may berth with max. draft of 27 ft. without touching 
bottom, which is of soft mud. 

MEDICAL: Medical services can be rendered by medical consulting 
office at Guayabal. For X-rays or dental care, patients are sent to 
‘Amancio Rodriguez”. 

In cases requiring a specialist, surgical attention, etc., or for hospital 
treatment, patients are sent by ambulance to Camaguey Hospital, 
135 km. from Guayabal. 

FUEL/REPAIRS: Not available. 

FRESH WATER: Supplied at pier by pipeline. 

en en: Transportation to and from Guayabal is not 
icult. 

From Havana there is one daily bus to “Amancio Rodriguez” Sugar 
Mill. From “Amancio Rodriguez” to Guayabal Port, there are daily bus 
Services from 0500 hrs. to 2030 hrs. 

From Camaguey, there are 3 daily departures to “Amancio 
Rodriguez”. Also there are railroad services between “Amancio 
Rodriguez” Sugar Mill and Guayabal Port, as well as taxi service. 

A new highway has been constructed from “Amancio Rodriguez” 
Sugar Mill to Guayabal Port. 


SHIPMASTER’S REPORT: 1978. 
Pilotage: Pilots are arranged by the Agent at Santa Cruz del Sur, 
(Mambisas). The boarding station shown on charts and mentioned in 
Pilot Books is now non-existent. Instead the Pilot comes direct from 
Santa Cruz when a ship is expected and boards the vessel between 
No. 2 Buoy and No. 4 Buoy South of the entrance to Cuatro Reales 
Channel. Vessel then proceeds to Guayabal, where it is necessary to 
anchor off the port for clearance. 
Approaches: The navigable width of the approach channel, is at present 
m., the buoys being moved accordingly, with an average depth of 
32 ft. The centre alignment of the approach channel is 011.5° T. This is 
dicated by two fixed leading marks. The forward one, a metal pole with 
a yellow triangle mark, apex up, at night a fixed red light. The rear mark 
Sa yellow triangle apex up, attached to the top of a water tank (on a 
amework tower) at night a fixed green light. This leading line leads 
n” the Eastern side of the one and only jetty, along the top of the 
elevated (roofed-over) conveyor belt. 
uments/Customs: 


Crew Declaration (Manifest) 6 copies 
Steward’s Store List 6 copies 
Deck/Engine Store List 6 copies 
Maritime Declaration of Health 3 copies 
Dangerous Drugs List 6 copies 

lop chest/Bonded stores 6 copies 

plosives List (Distress Rockets, etc.) 6 copies 
Ust of foreign currency 5 copies 
List of Ship's equipment, i.e. films, binoculars, T.V.s, 

Sextant, etc. 4 copies 
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All foreign currency, cameras, dangerous drugs, and crew presents 
to take home were all sealed up in the bond locker along with its contents. 
Meat room sealed up. Although all our meat is of Australian or New 
Zealand origin, some of the lamb had a USA wrapper on it which made 
it American meat and this is not acceptable in Cuba. As far as | can 
understand the meat from Australia, New Zealand, Japan, and Russia 
only is acceptable in Cuba. 


SHIPMASTER'’S REPORT: April 1984. 
Vessel loaded raw sugar in bulk: 
Documents: 

9 copies Crew List.* 

3 copies Animal List. 

2 copies List of Ports. 

4 copies Narcotics. 

4 copies Arms and Ammunition. 

5 copies Provisions. 

3 copies Store List. 

3 copies Bonded List. 

1 copy Vaccination. 

4 copies Crew Currency.t 

4 copies Total Currency.+ 

2 copies Crew's Effects .§ 

Notes: 

“On sailing they requested another 6 Crew Lists. 

tCrew Currency List — With all paper money that every crew has in 
his possession also the coins. 

Total Currency List — With the total amounts of foreign currency held 
by crew and vessel. i.e. U.S. Dollar 4,525.00; German Mark 150.00; 
Greek Drachmas 25,500; Japanese Yen 15,000, etc., including total 
coins. 

§Crew's Effects — Vessel is provided with special forms. Each form 
in duplicate is to be filled for each crew member. 

Pilots: Pilot comes aboard at Canal de Cuatro Reales. Same Pilot berths 
the vessel and remains on board until loading completed to unberth and 
sail the ship. 

Approaches: Dredged channel. Vessels can sail at high water with draft 
up to 32 ft. No night sailing, berthing or unberthing. 

Max. Size: Vessels of about 210 m. length are handled. 

Berth: Works in progress to lengthen the berth by about 40 m. Up until 
now the first 20 m. are in preparation. 

Max. draft alongside West side of Pier, 35 ft. aft and 33 ft. for'd. 
Equipment: 1 convex-shaped conveyor with trimmer machine. Average 
loading rate 600/650 tonnes/p.h. 24 hours continuous working. The 
boom extends about 35 ft. and is about 30 ft. — 32 ft. above sea level. 

Sugar in bulk loading at about 300,000 tonnes per month. No sugar 
loaded in bags. 

Fresh Water: Available ex-wharf, rate about 3 t.p.h. at a cost of about 
U.S.$2.70 per ton. 

Doctor: Crew must go to another town, but usually no transportation, 
except emergencies. 

Repatriation: Possible. Crew will travel by boat to Santa Cruz del Sur 
(about 3 hours), and then by car to Havana (about 12 hours), where the 
International Airport is located. 

Ship Chandler: Comes from another port, charging about U.S.$100.00 
for transportation. 

Population: Population of this port about 1,500. 


SHIPMASTER’S REPORT: March 1993. 
Sub-Port of Santa Cruz del Sur. 
Vessel: 

Arrival Draft: 19 ft. (even keel). 

Sailing Draft: 29 ft. 08 in. (even keel). 

Cargo Loaded: 7,643 tonnes (bulk raw sugar). 

Total Cargo Loaded: 14,000 tons (includes 6,357 tonnes loaded at 
previous port, Guantanamo Bay). 
Documents: See Guantanamo Bay — Shipmaster’s Report dated March 
1993. 
Pilotage: Pilot boards vessel at the entrance of Cuatro Reales Channel, 
1.0 miles — 1.5 miles East of Carapacho Cay (position Lat. 20° 27’ N., 
Long. 78° 00’ W.). 
Approaches: Precautions must be taken when approaching Cuatro 
Reales Channel with heavy rain, strong winds and poor shore radar 
targets. 
Restrictions: Transit of the channel performed in daytime only. 
Anchorages: Good and safe anchorages. 
(1) At Cuatro Reales Channel _ in 
Long. 77° 59.5’ W. (approx.). 
(2) At Guayabal area, South of the buoys marking entrance of the 
channel, depths 42 ft. (approx.). 
Berthing: 
East Side: Docking bow facing to shore. Max. length 199 m. (650 ft.). 

Max. length of vessels: 179 m. (580 ft. — 590 ft.). 

Max. berthing/sailing draft: 11.5 m. (37 ft. — 38 ft.). 

Cargo handled: Fuel oil, molasses and alcohol. 
West Side: Docking bow facing the sea. Max. length 199 m. (650 m.). 

Max. length of vessels: 179 m. (580 ft. — 590 ft.). 

Max. berthing draft: 7.30 m. — 7.40 m. (24 ft. — 25 ft.). 

Max. sailing draft: 10.2 m. (33 ft. — 33 ft. 06 in.). 

Cargo handled: Bulk raw sugar, molasses and alcohol. 

Loading capacity of bulk raw sugar: Max. 700t.p.h. at present, 
2,500 tons per day, due to lack of cargo. 
Tugs: One tug of 800 h.p. One boat of 200 h.p. (approx.), normally used 
for boat service to the anchorage. 
Fresh Water: Can be supplied at both sides of the pier. Rate 6 t.p.h. — 
8 t.p.h. Ship's hoses used. 
Transportation: Boat service can be arranged from anchorage to shore. 
Prices: From 0700 hrs. to 1700 hrs., Monday to Friday, approximate 
U.S.$40.00 one way only. Saturday and Sunday, plus 50%. From 
1700 hrs. to 0700 hrs. Monday to Friday, plus 50%. 


position Lat. 20° 28'N., 
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Medical: In case of emergency, crew members sent to Camaguey 
Hospital 135 km. from Guayabal. In non-emergency cases, crew 
members sent to medical office at Guayabal or Amancio. 
Health: See Guantanamo Bay — Shipmaster’s Report dated March 1993. 
Communications: ETA messages should be sent to “Mambisas Santa 
Cruz del Sur’. 
Local telephone services can be arranged at Mambisas office. 
International calls, which must be paid for in cash, can be arranged 
from a private house near the port. 
Bunkers/Repairs: Not available. 
Fresh Provisions: Limited seasonal fresh provisions only can be 
supplied. 
Shore Leave: Crew members are allowed to go ashore. No time 
limitation, and shore leave passes not required. 


AUTHORITIES: Port Captain and Immigration’s Delegations at 
Guayabal. Customs delegate travels from Santa Cruz to Guayabal to 
conduct clearance. Distance 24 miles (by sea) from Guayabal to Santa 
Cruz. By road 60 km. Time 3 hours by sea and 2 hours by road. 


AGENT: Postal Address; Empresa Consignataria Mambisa, Agencia de 
Guayabal, Apartado No. 49, Santa Cruz del Sur, Prov. de Camaguey. 
Tel: 2547 (office), 2244, 2141 (night). 

Office Address: Guayabal Bulk Sugar Terminal, 3rd Floor, Tel: Las 
Tunas 29 (office), 46 (night). Telex: 031285. Cables: Mambisa Santa 
Cruz del Sur. 


HAVANA: 23.09 N. 82.21 W. (See Plan) 


PILOTAGE: Compulsory. For requesting Pilot, in daytime or at night, 
ships shall use signals established in International Signal Code, also 
they can direct light signal to Morro semaphore and make sound signals 
at intervals. 

Pilot service is compulsory for all foreign ships more than 40 gross 
tons. 

Master must inform Pilot: Port of origin, illness of any person on board, 
or if ship is carrying explosive or easily inflammable materials, in which 
case the ship shall be anchored in special berths and shall be under 
control of port authorities. 

Any ship in port requiring immediate Pilot services should either call 
telephone numbers: 62-3602 or 62—2896; or hoist “G” Flag, sound 
2 prolonged blasts. 

Pilots board vessels approximately 1 mile from port mouth, although 
in some cases, especially at night-time, they will go out about 3 miles 
to meet incoming vessels. 

Distance from where Pilots board vessels up to port anchorage or 
wharves is about 1.25 miles. 

APPROACHES: The port is entered through a straight channel with 
Morro Castle to the East and La Punta Castle to the West. 

The bottom is muddy, with no narrowness, but at the entrance there 
is a strong current which is to be taken into consideration in the entry 
manoeuvres of any vessel. 

Port can be entered to or sailed from, either in day or night time and 
it is not necessary to wait for slack or favourable tide, except tankers 
drawing 11.43 m. which can enter only at high tide. 

While approaching Havana the most remarkable points of visual 
orientation are its tall buildings and Morro Castle, located on the East 
side of the entrance. 

ANCHORAGES: There is an ample anchorage zone area where loading 
and discharging operations are performed. 

MAX. SIZE: Max. LOA 230 m. Max. draft 11.43 m. Max. draft in channel 
at low tide is 12.8 m. Max. draft in main anchorage is 10.06 m., minimum 
depth throughout the bay (except the refinery) is 10.06 m. Tankers can 
enter drawing up to 11.43m., as they take special course up to the 
Refinery Piers, once they are inside bay. Tidal variation about 45 cm. 
RADIO: Vessels navigating to Cuba can communicate with Mambisa 
Havana through “CLA” Havana Radiotelegraphy Station which relays 
messages immediately by telex. 

While approaching Havana vessels can communicate by VHF 
radiotelephony with: 

Mambisa Agency: Channel 12. 

Pilots: Channel 13. 

Both, Agency and Pilots, are on the air 24 hours of the day. 

Masters must send their ETA messages to Mambisa Havana. 

The following means of communication are available at Havana: 

Cable: C.L.A. International, Western Union. 

Telephone: Local, long distance and international. 

Telex: Local, National telex system and international. 

Airmail and Air Express: National and international. 

At the main office in Havana there are the following Telex Nos. 051- 
1197, 051-1148, 051-1890, 051-1829, and Telex No. 051-1668 for 
advance funds matters, and No. 051-2178 for control of ship's position, 
which is the quickest means of communication available. 

TUGS: Supplied by Port Authority. 7x300 h.p. — 1,500 h.p. 
Setar) The port is divided into numerous docks, which are detailed 
below. 

Andres Gonzalez Lines Dock: This coastal dock is used for the 
discharge of fertilisers in bulk and coal. It is 332.2 m. long with drafts 
that vary from 6.8 m. to 9.0 m. There are railway connections and an 
overhead discharge crane. 

Tallapiedra Dock: This dock used in discharge of lighters, has a length 
of 138.1 m., depth alongside 4.27 m. at N.E. end, 5.73 m. at centre and 
4.57 m. at the S.W. end. 
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Sierra Maestra Terminal: 
Max. draft with whic, 
vessels may pertom 


Pier Length of Pier operations 
; (m.) (m.) 
Pier No. 1 (North Side) 201.8 8.84 — 9.75 
Pier No. 1 (South Side) 201.8 9.14 —9.75 
Pier No. 2 (North Side) 201.8 9.14 -—9.75 
Pier No. 2 (South Side) 183.5 9.14 -—9.75 
Pier No. 3 (North Side) 190.5 9.14 — 9.75 
Pier No. 3 (South Side) 171.3 8.23 — 9.75 


There is one warehouse at each of these piers and all have ry 
connections. The terminal is used for loading and discharging gener 
cargo. 

Margarito Iglesias Terminal: 

This Terminal consists of 3 concrete piers, which are in bad conditic, 
and are used exclusively by units of each owner. 

Margarito Iglesias No. 4 (Havana Central Pier): This pier is used jy 
discharge and loading of general cargo. It has a railroad sj 
connecting to the main tracks, and trucking operations can also ty 
performed. 

North side: Length 132 m., width 61 m. and depth 4.57 m. — 9.14p, 

South side: Length 146 m., width 61 m. and depth 7.3 m. — 9.75 m 

It is forbidden to dock vessels over 100 m. length, when there ap 

vessels docked at South side of Margarito Iglesias No. 3 Pier, unles 
those vessels do not exceed 80 m. length. 
Aracelio Iglesias Terminal: This terminal used in the discharge ang 
loading of general cargo, consists of a dock and a pier. The dock « 
174.6 m. long and 13.41 m. wide and depth alongside ranges fror 
6.70 m. to 8.53 m. Dock has one sheltered warehouse with capacity ¢ 
110,463 cu.m. Pier (North side), length 157.8 m., width 36 m., depth 
8.23 m. — 10.05 m. 

Pier (South side), length 137 m., width 32 m. with depth alongsié 
8.23 m. — 10.36 m. 

Pier has a sheltered warehouse with a capacity of 30,880 cu.m. 

Both dock and pier have railroad siding connecting with the main track 
Juan Manuel Diaz Terminal: The terminal used in discharge and loading 
of general cargo consists of two docks and one pier. Dock No. 3: Lengh 
158.8 m., width 17.07 m. with depth alongside of 6.40 m. at the NE 
end, 6.70 m. at the centre and 7.92 m. at S.W. end. Dock has a sheltered 
warehouse with a capacity of 50,230 cu.m. Pier (North side) length 
152.4 m., width 38.10 m., depth alongside 6.1 m. — 7.01 m. Pier (Sout 
side), length 161.5 m., width 38.10 m. with depth alongside 7.31 m. - 
10.25 m. Dock No. 2: Length 146.6m., width 9.45 m. and dept 
alongside 5.79 m. — 7.32 m. Pier has sheltered warehouse with capacity 
of 39,821 cu.m. while Dock No. 2 has a sheltered warehouse with 
capacity of 112,471 cu.m. Both docks and pier have railroad sidings 
connecting with main track. 

Antonio Guiterras Dock: This dock, used in the discharge of lighters 0 
heavy lifts, from vessels performing operations in Bay, is 258.1 m. long, 
depths alongside (from Tallapiedra Pier No. 2) 7.92 m., 6.40 m., 5.49 m 
and 3.35 m. If no lighter is used, vessels drawing up to 7.01 m. only car 
berth at this dock. 

Osvaldo Sanchez Docks: These docks used chiefly in discharge 0! 
lumber. Dock No. 1 (formerly Atares), is 130.5 m. in length, 9.14 m. wide 
Max. draft on even keel is 4.88 m. Dock No. 2 (formerly Vaccaro) is 
155.7 m. long, 9.14 m. wide. Max. draft on even keel is 5.49 m. Berth 
presently under repair. These docks have sheltered warehouses. Ther 
are no sidings. 

Melones Dock: This dock has installation for discharge of fuel oil as wel 
as an overhead crane for discharge of fertilisers and coal. Dock lengtt 
218.8 m., width 10.67 m. Depth alongside 5.49 m. at the N.E. end 
3.96 m. in centre, 3.05 m. at the S.E. end. Not in operation at preset 
due to shallow draft. No sidings. Storage in open. 

Puerto Pesquero de la Habana (Havana Fishing Port): This is a new 
installation owned and operated by the Cuban Fisheries Ministry an 
has modern and efficient facilities, including large refrigerate 
warehouse. 

By coordinating with operators, these facilities are frequently used © 
handle import and export of refrigerated cargoes, other than fish. 


Berth Length Max. Draft* 
No. (m.) (m.) 
1 260 7.92 
1-A 137 7.92 
2 130 7.92 
3 200 7.92 
3-A 89 7.92 
4 160 7.32 
Floating Dock 
East Side 127 6.71 
West Side 128 6.70 
§ 137 7.92 
6 137 4.79 


* Max. draft on even keel. 
Haiphong Terminal: (Formerly Maritima). This dock is used for the 
discharge and loading of general cargo. Length of dock 850 m. Mak 
draft 9.75 m. at Berths No. 1, 2, 3 and 4; 8.08 m. — 8.6 m. at Berth No.5 
8.23 m. near Berth No. 2, due to shallow patch. This dock has 2 larg 
warehouses and sidings, although at present only trucking operation 
are performed. It has 12 gantry cranes with lifting capacity of 5 tons~- 
8 tons and berthing space for 5 average sized vessels. Ro/Ro vesse 
dock at Berth No. 4. 
Jose Antonio Echeverria Pier (Formerly Burrus Silos Pier): Dock use 
for discharge of bulk shipments of grain. Equipped with elevator ant 
silos having storage capacity of approximately 20,000 tons. Permitté 
discharge rate of approximately 1,200 tons per day. Length of dow 
152 m., width 79 m. and depths alongside 8.84 m. — 9.75 m. 

Manuel Porto Pena No. 1: This dock used in discharge and loadit 
of general cargo, lumber, refrigerated cargoes, etc. There are a 


astallations for the discharge of used lubricating oil and petroleum 
groducts. Length of berth 140 m., max. draft on even keel 7.62 m. 

also see “Shipmaster's Report” dated April 1993. \ 

manuel Porto Pena No. 2: This dock is used for loading and 
discharging sugar and general cargo. Length 165 m., max. draft on even 
ee! 9.39 m. No warehouse, but is equipped with railroad sidings and 
nas installations for discharge of fuel oil. 

Turcios Lima (Grain Silo Dock). Installation for discharge of bulk 
shipments of grain. There are 36 grain silos and 18 part silos with a 
otal capacity of 30,000 tons. Unloading rate 100 t.p.h. This dock has 
+ sheltered warehouse and railroad sidings, and installations for the 
gscharge of fuel oil and gasoline. ; } 
gxtractora de Aceite Berth: This dock is not in use at present. é 
quinto de Regla Pier: This pier used mainly for loading of sugar. Pier 
South side) 189.6 m. long, 10.36 m. wide with depth alongside 8.23 m. 
at $.W. or Bay end, 7.62 m. at the centre and 5.18 m. at the S.E. end. 
pier (North side), length 104.5 m. width 16.46m., depth alongside 
3.53 m. at N.W. or Bay end, 7.92 m. at centre and 6.70 m. at the N.E. 
end. Pier has railroad sidings. t ' 
cresser Pier: This pier has installations for loading molasses. Pier (South 
side), 141.7 m. in length, 9.14 m. in width with depth alongside 8.23 m. 
at S.W. or Bay end, 7.62 m. at the centre and 7.01 m. at S.E. end. Pier 
‘North side), 124.1 m. in length, 9.14 m. in width with depths alongside 
of 6.70 m. at N.W. or Bay end, 7.92 m. at the centre and 7.62 m. at 
West end. This side of pier used only for docking purposes. 

Egiticios No. 1 and No. 2: These docks used in discharge of fertilisers 
also have installations for loading/unloading molasses. 

Edificio No. 1 Dock: Length of dock 157.2 m., width 7.62 m. with 
depths alongside 6.40 m. — 6.70 m. of water throughout whole dock. 

Edificio No. 2 Dock: Length 115.8m., with 32.91 m. with depth 
alongside 5.79 m. at N.E. end, 4.27 m. at the centre and 4.27 m. at S.W. 
end. No operations are performed at this dock due to its shallow draft. 
Sheltered warehouses with a total capacity of 64,645 cu.m. 

Fertiliser processing plant. 

Facilidades Maritimas Dock: This dock used chiefly for loading of 
molasses and discharge of tallow and chemical products, has length of 
248 m., width 7.92 m. and depth alongside 8.2 m. — 8.84 m. Dock has 
railroad sidings and is suitable for docking. 


CONTAINER/RO-RO FACILITIES: Available. 


EQUIPMENT: As the Port of Havana owns and operates a large number 
of auxiliary equipment, only the most important of those are listed here: 
Four floating cranes: (1100 tons) (3x35 tons) lifting capacity. 
40 shore cranes: Ranging from 30 tons to 5 tons lifting capacity. 
Six cargo barges: 125/150 tons cargo capacity. 


STEVEDORES: Monday to Friday: working periods 0700 — 1300 hrs. 
and 1300 — 1900 hrs., although if necessary, 2 additional periods of 
6 hours each may be worked. Saturday: Same as above. Sundays: No 
work performed. 

Raw Sugar: Approximately 1,400 bags of raw sugar loaded per gang 
period. Six raw sugar bags loaded per sling. Loading raw sugar on 
3vessels simultaneously. 

Refined Sugar: Approximately 3,800 bags of refined sugar (of 50 kg.) 
loaded per gang period. 12-15 bags loaded per sling. 

General cargo: Approximate average discharging rate per gang hour: 

General cargo about 10.0 tons 


Bagged merchandise up to 51 kg. 16.0 tons 
Bagged merchandise up to 92 kg. 17.0 tons 
Bagged merchandise more than 92 kg. 19.0 tons 
Wood 8.4 tons 
Fertilisers: 
Superphosphate 9.9 tons 
Simple Superphosphate 8.1 tons 
Ammonium 9.0 tons 
Potash 9.9 tons 
Muriate (Chloride) 10.5 tons 
Sulphur 10.3 tons 
Phosphoric Rock 11.9 tons 
Triple Phosphate 8.0 tons 
Sodium Silicate 9.0 tons 
Ferromanganese 9.0 tons 


Floating Cranes: 
Pablo Sandoval 100 tons — boom 51 m. 
Frank Pais 25 tons — boom 10 m. 


Matilde 6 tons— boom 9m. 


MEDICAL: Crew members requiring medical attention are treated at 
Cira Garcia” Hospital where they can be hospitalised if necessary. 

Pe cases requiring dental care are treated at “Enrique Saiz” Dental 
inic, 


TANKERS: Average pumping rate of molasses is about 60,000 gallons 
per hour. Average pumping rate of fuel variable, from 3,000 up to 
15,000 b.p.h. Also see “Berthing”’. 

Nico Lopez Oil Terminal: 

This Terminal is used exclusively for the discharge of crude oil and 
Petroleum by-products and loading by coastal trade vessels of petroleum 
products for the outports. 

Nico Lopez Pier No. 1 (Formerly Standard Oil Pier): 
North side: 

Length: 313 m. 

(a) Draft even keel: 10.67 m. 

(b) LOA: 200 m. 

uth side: 

Length: 302 m. 

(a) Draft even keel: 11.40 m. 

(b) LOA: 245 m. 

gh the pier admits v Is with length 45 m., the port 
only admits 230'm. LOA. preowned Poke = - 

At the centre of the pier, there is a loading and discharging platform 
Measuring 24m. x 12 m. wide. 
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Nico Lopez Pier No. 2 (Formerly Shell Oil Pier): 
North side: 

Length: 302 m. 

(a) Draft even keel: 11.43 m. 
South side: 

Length: 302 m. 

(a) Draft even keel: 11.43 m. (b) LOA: 230 m. 

At the centre of the pier, there is a loading and discharging platform 
measuring 24m. x 12 m. wide. 

Muelle Nico Lopez No. 3: 

(a) Draft even keel: 4.0 m. 

(b) LOA: 100 m. 

Connections at Pier No. 1: 10 in. and 6 in. 

Connections at Pier No. 2: 8 in. and 6 in. 

Reductors are available. 

TELEPHONES: May be installed on board at Master's request. 
FRESH WATER: Vessels can be supplied with fresh water alongside 
and by barge in the bay. Six barges available with capacities of 80 tons 
— 400 tons. Average rate of delivery about 100 t.p.h. 

FUEL: Vessels can be supplied with bunkers at Havana, and following 
types are available: 

Regular diesel oil, regular fuel oil, 1.F.O. mixtures (intermediate fuel 
oil). 

Diesel oil is supplied by a 350 ton capacity barge, and fuel oil by a 
1,500 ton capacity vessel which is towed to piers or anchorage in order 
to fulfill deliveries. This vessel also delivers the |.F.O. mixtures and is 
named ‘Playa Colorada’. 

|.F.O. mixtures are prepared at the following viscosity degrees: 50 — 
200 — 400 — 600 — 800 — 1,000 and 1,500 maximum. (Redwood 
International Scale, at 100°F). 

1.F.O. mixtures are only available at the Port of Havana. 

In addition, there are 3 barges with 500 tons, 465 tons and 80 tons 
capacity. 

Note to Chief Engineers: It is advisable when ordering |.F.O. mixtures 
to specify always maximum and minimum allowable viscosity of the 
product. 

REPAIRS: Reliable repair shop (Tel: 62.0009). 

DRY DOCK: Dry dock operated by Empresa de Talleres Maritimos, an 
operating unit of Empresa de Navegacion Mambisa. Berthing capacity 
134 m. in length and 27.73 m. width, and can handle vessels up to 
7.01 m. draft. 

East Lateral: Length 194.4m., width 11.58m., depth alongside 
10.06 m. at Bay end, 8.84 m. at centre and 5.49 m. at shore end. 

West Lateral: Length 225.5 m., width 11.58 m., draft 7.01 m. at Bay 
end, 7.62 m. at centre and 6.10 m. at shore end. 

DUNNAGE: Dunnage materials are available at this port but must be 
requested 3 days in advance of intended delivery. 

FIRE PRECAUTIONS: Port of Havana has a fire extinguishing ship, 
kept on permanent watch duty by Safety Corp. who can be reached 
through telephone number 6—0777. 

AIRPORT: Jose Marti International Airport is 15 km. from the port. 
HOLIDAYS: Liberation Day (January 1st), Labour Day (May 1st), Day 
of National Rebellion (July 26th), Commemoration of Wars of 
Independence (October 10th). July 25th and 27th are also holidays. 
GENERAL: (1) The Port of Havana is approachable 24 hours a day, 
and dock Pilots keep permanent watch duty on their stations located in 
surroundings of harbour channel, very close to beacon marker of Pila 
de Neptuno. 

(2) Any ship approaching port in daytime shall hoist national flag, 
merchant flag, and quarantine flag, not lowering the latter until granted 
“pratique” by doctors in charge of sanitary inspection. At night she shall 
show only quarantine lights as prescribed by International Sanitary 
Regulation. 

(3) In case of emergency, ships at anchor shall immediately contact 
land through Official Radiophone Station CLT, available 24 hours a day, 
through 2260 kHz. In very urpent cases, CLT can be contacted through 
2182 kHz CLT services are free of charge. 

(4) Ships moored to piers standing off pier heads at night must keep 
visible red light at the ship's extremity facing the sea. 

(5) Every moored ship must strengthen its lines on first warning from 
Port Authorities when deemed necessary due to bad weather. 

(6) Small boats belonging to ships are not authorised to be used for 
crew or passengers’ service within port limits unless otherwise duly 
authorised by Harbour Master. 

(7) When berthing, ratguards must be placed on all mooring ropes. 

(8) Port provides boats to dispose of ship's wastes. Services provided 
free of charge and can be requested through ship's Agent. 
DEVELOPMENTS: There is a plan to build a new terminal for discharge 
of bulk cargoes such as fertilisers, coal, etc. between the area comprised 
by the piers Quinto de Regla and Facilida des Maritimas (Aguilera). 

Under this plan, Quinto pier and Chemical dock will cease to operate, 
and Facilidades Maritimas (Aguilera) dock will be shortened in its actual 
length (814 ft.). 

Construction of container terminal to be completed. 


(b) LOA: 230 m. 


SHIPMASTER’S REPORT: November 1978. 

Pilotage: Compulsory. Advise Agent of vessel's ETA. Pilot boards 1 to 
0.5 miles N.W. of Pta. Barloventa. 

Restrictions: Vessel is able to enter and leave during hours of darkness 
and at any stage of the tide. 

Max. Size: Max. draft for cargo vessel 33 ft. and for tankers 37 ft. 
Tugs: There are 3 large tugs and 7 small tugs available (145-860 h.p.). 
Vessel is able to dock and undock without the assistance of tugs. 
Radio: Havana Radio “CLA”. 

VHF: Port Authority and Pilot operate on Channel 13. Agent on Channel 
12. 

Fresh Water: Available. 

Fuel: Bunker fuel oil and diesel oil available. 

Repairs: Facilities available. 

Medical: Doctor and hospital available. 
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Facilities: Laundry services available, telex available but unreliable. 
Groceries and meat available but in limited quantity. 
Berthing: Terminal Sierra Naestra Berth No. 3 South: 

Position of berth: Lat. 23° 08' 25” N., Long. 82° 20’ 42” W. Distance 
from entrance 1 mile. Max. size of vessel that can berth LOA 520 ft., 
beam no restriction. Max. draft 29 ft. Least depth of water in channel 
from sea to berth 40 ft. Range of tide 1.5 ft. Vessel is able to dock and 
undock at any stage of the tide day or night. 

Bulk Handling Facilities: Two grain silos available. 

Cranes: 1 quay equipped with 12 cranes, capacity unknown. 4 floating 
cranes available, 1100 tons, 3x75 tons capacity. 

Special Cargo Handling Facilities: Ro/Ro facilities available. There are 
facilities for handling palletised cargo and containers, also there is a 
reasonable amount of storage space for containers. 

Stevedores: Stevedores are allocated by Port Authority and the vessel 
has no say in the number of gangs supplied. There are a limited amount 
of steel barges. 

Density: 1014. 

General: On arrival, vessel waited 2 hours outside for a Pilot then entered 
harbour where we waited another two and a half hours for a ship to sail, 
no ship sailed and no other reason given for delay. 

Docked starboard side to Sierra Maestra No. 3 South, depth 24 ft. 
forward, 37 ft. aft, 1 tug pushing. Pilots good. 

Officials boarded shortly after arrival, following documents required: 

Port Health: 1 Health Declaration. 

3 Crew Lists. 

1 Vaccination List. 

All Vaccination Books. 

All Discharge Books. (To be inspected) 
5 Crew Lists. 

3 Personal Declarations. (In detail) 
Cargo Plan. 

5 Crew Lists. 

Cargo Manifests. 

Pornography in bond. 

2 Crew Lists. 

1 Provisions List. (Comprehensive) 
Cargo Plan. 

Personal declaration must include watches, cameras, radios, tape 
recorders, presents, new clothes and money all of which must be placed 
under seal. One watch and 1 radio allowed to be retained by each Crew 
member and 1 camera by Master. Advisable to have all above collected 
prior to arrival. 

Vessels normally searched by police and anything found, i.e., watch, 
radio, money, new clothes and cameras, etc., confiscated whether 
declared or not. To the surprise of officials this vessel was not searched. 

All crew are issued with a shore pass with the exception of the Master. 
Shore leave extends from 0800 hrs. to 2400 hrs., extension may be 
obtained but only on special request to the Agent. Shore passes must 
show the money issued and must be signed by the Master. 

On going ashore money and other articles are checked together with 
watches, jewellery and lighters, etc., and entered on the pass. Should 
any shortage or excess be found on return a fine will be imposed. On 
return money remaining is entered on the pass and anyone taking 
ashore more than the amount shown on the pass will have it confiscated 
(this actually happened in Isobela). 

Communications outside Cuba are difficult, telexes are accepted by 
Agents but certainly not always sent the day handed in. 

Incoming telexes can be delayed up to 6 days. Telephone calls may 
be made but usually take 3 to 5 hours by which time offices in Europe 
are closed. In an emergency British Embassy will transmit urgent 
messages via direct radio link. Embassy most pleasant and helpful. 
As will be seen by foregoing, it is essential that schedule made 
with Portishead and Charterers informed to send all messages via this 
station. 

Stevedores very co-operative but due to uncertainty of transport and 
information on number of gangs, time of completion was uncertain until 
last day. All discharge was direct to trucks. 

Agriculture Department demand that all garbage be placed in plastic 
bags with neck tied (they supply bags if none on board and charge 
vessel). Bags collected twice weekly and shore labour do all handling. 
All meats except New Zealand and Australian sealed. Daily issue of 
New Zealand and Australian meats given and fridges resealed, any other 
meats required must be purchased ashore. 

Fuel oil, diesel oil and fresh water available by barge but time of 
delivery uncertain therefore water must be ordered well in advance of 
requirement. Agents advised fuel would arrive Thursday morning, 
eventually arrived Monday night. Diesel oil had arrived prior to the fuel 
with no advice given to the vessel that vessel was bunkering at all. 

Fresh vegetables in very limited supply, though Chandler seemed 
keen to sell meats. 

Repair firm and dock exist but after being promised labour for 3 days 
and none arriving repairs cancelled. 


Immigration: 


Customs: 


Agriculture: 


SHIPMASTER’S REPORT: April 1979. 
Documents: 
12 Crew Lists 
3 Store Lists 
3 Declarations 
3 Currency Declarations 
3 Vaccination Lists 
Points of note: 
(a) Anchorage is very close to coast and in cable area, recommend 
drifting about 5 miles from coast. 
(b) Contact made via Morro Signal Station, VHF Channel 16. 
(c) Pilot boards about 1 mile from entrance and they do not appear 
to work at night. 
(d) The port is heavily polluted. 
(e) When we sailed we had to wait for 5 hours till a tug was available. 
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(f) The vessel may lower its gangway for the Pilot to leave but 
then must be raised until Port Officials arrive. 

(g) All crew must be sighted by Immigration and are handed the. 
discharge books. 

(h) All cameras, gifts, items purchased during voyage and not in Use 

extra radios, watches, etc., and “magazines” must be placed; 

bond. All except the “magazines” should be declared. 

All currency must be declared and placed in safe and sealeg » 

cash purchases made from Chandler, e.g. Cigars, they must). 

paid for with Canadian or U.S. dollars. The Customs attend wis 

Chandler and open safe for correct amount to be removed, 

Cuban pesos issued by Agent and any not used must be retume; 

Each person is issued with a card and the amount drawn « 

entered, then each time they return from shore the Immigratig, 

guard enters the amount remaining. 

Immigration guard issues passes. He is always on duty, cre, 

member hands his Discharge Book to him and he gives him; 

pass. This pass has the time that he must be back onboard by 
normally 2400 hrs., extensions may be obtained by adyi 

Agent 24 hours in advance. Fines may be imposed for ret 

late. On return the guard takes the pass and Discharge Book « 

returned. 

Port Health insist that all rubbish be put in polythene bags an 

these bags put in bins with lids. The port maintains a garbag: 

disposal service which attends on request. 

(m) All meat, if not of New Zealand, Australian, Canadian or Americar 
origin must be placed under seal. 

(n) The Agent can be contacted by VHF. Call “Mambisa” on Channg 
12, office hours only. 

(0) Postal service not recommended as very slow. 

(p) Berthed at Turcios Lima. 33 ft. alongside. The discharger has tw. 
heads and moves the length of the berth. Wheat was discharges 
= an average of 60 tonnes per hour. Work was on a 24 hoy 

asis. 

(q) All hatches were inspected even though only one was to be 
discharged. 

(r) The vessel was not searched but we were told that it could happen 
at anytime during our stay. 

(s) et fficials who attended this vessel were all very friendly an 

elpful. 
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SHIPMASTER’S REPORT: December 1983. 
Documents: 
10 copies Crew List. 
3 copies Stores List. 
2 copies Deck and Engine Stores. 
Personal Declaration Forms (1 copy plus 1 per individual 
crew member.) 
Currency Declaration List. 
Drugs List. 

Accommodation ladder required for boarding officials. 

Pilotage: Compulsory. ETAs should be sent via Agent 72, 48 an 
24 hours prior to arrival. Pilot boards at entrance to harbour. 
Anchorages: Only available inside harbour. 

Vessels await entrance instructions 5 miles North of Morro Light. 
Hoe aa Vessels may dock/undock day or night, at any stage 0 
tide. 

Max. Size: Max. length 280 m., draft 32 ft. 

Radio: Havana Radio. 

VHF: Havana Radio — Channels 16, 13 and 11. Pilots — Channels 1 
and 11. Port Authority - Channel 16. Agents — Channel 16 and 10. 
Tugs: 7 tugs of various sizes available. 

Berthing: Vessel loading potatoes; berth 2.1 miles from Harbow 
entrance. Max. LOA 575 ft., max. beam 80 ft. Max. draft — for'd 22% 
aft 32 ft. Nature of bottom at berth was mud. Depth in channel 33 ft. 

There are no fenders on the quays at Havana. Ensure that there al 
ample fenders on board. 

Cranes: No cranes at cargo quay. 1 floating crane available, capacty 
175 tons. 

Bulk Cargo Facilities: Silos available for grain. Grabs available ' 
handling coal/coke. 

Specialised Cargo Handling Facilities: Facilities available for Ro/P0 
vessels. 

Equipment to handle palletised/break bulk/20 ft. — 40 ft. containe’s 
available. Ample storage areas for containers, etc. 

Steel lighters available for work at anchorage. 

Stevedores: Satisfactory work carried out by stevedores. 

Medical: Doctor and hospital facilities available. 

Fresh Water: Available. 

Fuel: Bunker fuel oil, diesel and lubricating oils are available. 
Consuls: Majority of nations are represented. 

Repairs: Can be undertaken. 

Surveyors: Lloyds’ and Salvage Surveyors available. 

Services: Laundry service, telex, limited supply of fresh provisions 
groceries and meats available. 

All international telephone calls had to be made through the Merchat 
Seaman's Club. 


SHIPMASTER’S REPORT: October 1987. 

Vessel (34,000 d.w.t. bulk carrier) called at Havana and Santiago ® 
Cuba to discharge 28,000 tons of wheat. Arrival draft Havana 32 ft. s# 
water even keel. 

Havana was our first discharge port and one day prior to arrival # 
Havana, vessel was instructed by Agents to anchor at Cai 
Anchorage (BA. Chart No. 425; Lat. 22° 39’ N., Long. 79° 14’ W.) 
await our turn to discharge in Havana. 

This anchorage, so | understand, is increasingly used as 4 waits 
anchorage for vessels bound to Havana. We anchored without 4 
with Cayo Frances Lt. 140° at a distance of 0.9 miles from the 
light and depth of water was 67 ft. — 75 ft. good holding ground, 


motal distance Havana to Caibarien 190 miles. Due to drafts available, 
as anchorage can only accommodate very few deep drafted vessels. 
consuls: Greek Embassy resides at the “Commodoro Hotel” in Havana. 
ta. 225551 (room 422). 
qstoms Formalities; On arrival at Havana, Customs handed to us 
Forms to be filled in by each crew member in duplicate. Original 
yas kept by them and the second copy was handed back to us on 
ing, in order to be given to the Customs at second port (Santiago de 
cua). Apparently no extra copy was required in Santiago de Cuba. 


sHIPMASTER’S REPORT: March 1989. 
uments: As per “Guide to Port Entry”. 

Port Health officials were the first of the authorities to come on board 
and once the Quarantine Clearance was given, the Agent and the other 
gficials came aboard. 

The Veterinary inspection was thorough. 

A timely warning was given by one of the officials and most of the 
sew valuables were locked in the “transit room” before the rummage 

boarded. 
wiRhough fully itemised Personal Effects Lists had been prepared prior 
arrival, these were not accepted as they were not on official forms, 
so the Radio Officer spent all night typing the crew's effects on to proper 


"When the rummage gang came on board an officer was required to 
accompany them to all cabins, where the Currency List and Crew Effects 
declaration was consulted and items checked. Any discrepancies led 
to confiscation on the spot. 

The Bond Locker was checked. Transit room was not checked. 

Ahandler and his dog came aboard. 

it took about 6 hours to clear the ship, during which time the whole 
sew were prevented from going about their normal business. 

Regarding personal effects - EVERYTHING must be itemised on the 
proper form. To save loss, everything except the bare essential 
quirements should be put in a suitcase and locked in the transit room. 
This includes currency. 

Charts: BA. Chart No. 414, Puerto de Habana, and BA. Chart No. 3867, 
Cuba - Western Sheet. 

American charts give better coverage of the whole of Cuba — 
especially useful if contemplating passage through Old Bahama 
Channel. 

Sailing Directions: NP. 70, West Indies Pilot Volume 1, page 182. 
Approaches: The coast gives good radar echoes. There are plenty of 
ysual marks to identify. The latest Cuban Radio Navigation Warnings 
ae useful to plot naval exercises and firing areas. Normal approach 
tom Florida Straits passes through one of these areas just to the East 
of Havana. 

There were no problems in the approach. Pilots or Port Control were 
contacted at a range of about 35 miles. There was some confusion as 
fo whether we were talking to Pilots, Port Control or Agents, and this 


| was never really clarified. The Pilot boarded 1 mile North of the entrance 


fom a large launch with orange hull and white superstructure. 
Serthing: Passage through the harbour was taken very very slowly and 
terthing was assisted by 3 tugs which were poorly handled. 

The berth is very poorly fendered and it would be advisable to put 
vessel's fenders out. 

The harbour is extremely heavily polluted. The fuel oil floating around 
sonly just visible against the water. 
Berth: The berth is poorly maintained and with evidence of spills and 
burst joints. The berth appears to be set up to handle gasoline, gas oil 
and fuel oil. We took 200 tonnes of heavy oil which was blended to our 
'equirement according to our company bunker specification. We await 
analysis to see if this was the case. 
8erth Information: 

Berth: Oil Berth No. 2 North. 

Operator: State Oil Company. 

Density: Salt. 

Distance from Pilot to Berth: 3 miles. 

Bridges: None. 

Max. draft: | Approaches 38 ft. 

Berth 38 ft 


Restrictions: Berthing day and night. 
Fresh Water: Available, rate not known. 
Fuel: Available by pipeline and barge, also see “Berth” above. 
Hoses: 1 x 8 in. for gas oil, pressure 8 kg./sq.m. 
Suveyors: They accept the Mate’s figures without question. 
Departure: Two tugs used. Tugs accompany vessel out to sea. 


SHIPMASTER’S REPORT: April 1993. 

Also see Matanzas Report (first port of discharge). 

Vessel arrived off Havana at 2000 hrs. and communications had been 
tablished through Morro Signal Station, which is situated at the 
‘astern Harbour Entrance in the old fortress. | was advised to remain 
position of about 2 miles N.W. of the Signal Station. Both wind and 
curent resulted in a Westerly set of about 1 knot, and engines had to 
used at minimum pitch to hold the position. Pilot should be boarding 
ater 20 minutes, however from the conversation on VHF, it was obvious 
hat no arrangements for berth or tugs had been made. The pilot finally 
‘arded at 0030 hrs. next morning, and on making the approach, 
"quested us to prepare the usual fendering which, of course, the ship 
°¢not have available. | was also advised that, although the B.A.Chart 
‘dicated only 23 ft. of water, the actual depth was considerably more. 
‘was decided to defer the entry till daylight, and after confirmation had 

received that at least some makeshift fendering would be available 
een the vessel and the mooring pontoon, which was to be situated 
‘ween the pier and the vessel. This pontoon was necessary, as there 
meus be sufficient water to accommodate the vessel directly 
ide. 

lithe morning, fendering was arranged by shore, and together with 

‘me additional materials from the ship, vessel proceeded to the berth. 
Into the port is straightforward, and no difficulties were 
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encountered. The water in the port is completely covered with a thin oil 

slick that has also covered quays, craft and jetties with a black layer. 

This proof of some oil spills was however less in the part of the port 

where our assigned jetty was situated. At sea it was discovered, that in 

the dirty ballast tanks there was a slight clingage of blackish substance 
on the bulkheads. We did not experience any fouling of condensors or 
coolers with the extensive marine growth as is mentioned in “Guide to 

Port Entry”. 

In adverse weather, some of the ships anchored in the harbour may 
restrict room for navigation. 

We were assisted by 2 tugs of 2,400 h.p. and 3,600 h.p. respectively, 
which like in Matanzas do not have any equipment, and ship's lines were 
used to secure them from the starboard main deck. 

The assigned berth for this particular trade is situated in the deep 
Southern part of the port, and is actually a quay of the Container Terminal 
“Porto Pena’, and is the last part of the quay next to the obsolete grain 
elevator facilities. This part of the harbour, like other parts, is occupied 
by a number of stern trawlers lying idle at anchor. However they do not 
hamper the manoeuvring of vessels. One 20m. x 10m. flat deck 
pontoon had been moored alongside the quay and medium size car 
tyres had been fitted as fenders. Prior to coming alongside this facilitiy, 
the pontoon had to be shifted some 30 m. forward, in order to clear the 
vessel moored astern of us and also to take the weight of the vessel 
approximately amidships. Vessel was secured with 2 head lines, 
4 breast lines, 2 springs and 2 stern lines. Ship's gangway had to be 
used leading onto the pontoon. During the approaches, the least depth 
encountered was 10.2 m., which was at the stern just prior to berthing. 

Formalities were identical to those described at Matanzas, but a full 
crew muster was not necessary. Gratuities again were very minor, and 
the few bottles and cartons of cigarettes were just as much appreciated 
as a few boxes of matches and bars of soap. Again the ship's meat 
room was sealed and all pertaining regulations extensively explained. 

There is a protected area where a recessed manifold is located. This 
looked well maintained. 

Sampling and lab testing was elaborate, and only after about 5 hours 
did discharge commence through 18 in. hose into 18 in. line. Bulk 
discharge rate achieved was 380 cu.m./hr. Knowledge of English was 
rather poor although workable. As indicated earlier, telecommunications 
are a problem, and the nearest telephone was at the Terminal gate 
some 500 m. away. Most external communications will be conducted 
via ship's VHF Channel 12. 

Both in Matanzas and Havana, ship's copying machines were used 
for making enormous quantities of copies of each and every cargo 
document due to paper shortage in Cuba. Quite a number of documents 
are the old blue alcohol type of copies which after a while start to fade, 
and are not suitable for archiving purposes. It is recommended to make 
Xerox copies for ship's use. Most documents will be legal/foolscap size, 
and it is helpful if copying machines can handle this size of paper to 
reduce it to A4. 

Identical to the Matanzas experience were the frequent visits by 
authorities, which are mainly Customs officials who invariably fail to 
make clear the true purpose of their visit, and a soft drink or cup of 
coffee sets them on their way again. The Veterinary Inspector will call 
daily to check the seal on the meat room and to supervise any withdrawal 
of frozen goods that might be required to prepare meals. Invariably these 
visitors will indicate, although not ask, for basic commodities like soap, 
washing powder, shampoo or a bit of rice. 

No restrictions are imposed on shore leave, and although Passports 
should be carried, | do not know of any request that these be shown. 
Although tourist taxis are on call, it should be noted that this only means 
of transport is not readily available between midnight and 0900 hrs. A 
number of crew members had to walk considerable distances 
involuntarily through mainly unlit areas to return to their ship. Without 
exception, the people were friendly, well disciplined and extremely 
helpful in every respect. | do not have any indication that even the 
smallest of items were stolen from the ship. 

On completion of cargo operations, the Outward Clearance 
Formalities were extremely thorough. Firstly, all Cuban nationals 
remaining on board must leave the vessel, and only then is a crew 
muster held. Passports are to be taken by each crew member, and crew 
must adjourn to their cabins, except those who are on duty. The vessel 
is inspected from top to bottom by Frontier Guards accompanied by a 
German shepherd dog. All stores, engine room and even chain lockers 
were searched. After this is completed, all cabins will be searched. Even 
drawers are opened as they are possible hideouts for stowaways. 
Having concluded this search, a certificate is issued and clearance 
given. Finally the pilot is ordered by the same officials, and he arrived 
after 2 hours. 

The Agents had promised to obtain a chart of the port of Havana for 
me, but nothing arrived. Finally | spent most of an afternoon at the 
Instituto Hidrografico in Havana to learn on the arrival from the person 
responsible for sales that we had to go to the printers to have a new 
copy printed and collected. 

| would like to mention that without the assistance of Petrometal, the 
Sitco representative in Cuba, all this would not have been possible. 

We also discussed and suggested alternative arrangements for 
subsequent visits of the vessel: 

1. Contemplate the use of a second product line and hose to increase 
the discharge rate, as precious money is lost on demurrage. 

2. The use of 2 pontoons rather than one to improve the safe berthing 
of the vessel, as the load would be shared and facilitate access, 
since the use of the accommodation ladder would then be possible. 

3. To investigate the possibility to equip the vessel with 2 small 
Yokohama type fenders, to enhance the safe mooring of the ship at 
this berth, which is to be used for this operation throughout the 
present contract. 

4. Although gratuities in the form of cigarettes and whisky are accepted 
as they are in most ports, it may be considered to have a certain 
supply of the other above mentioned commodities at hand. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englay, 


AUTHORITIES: Ministry of Transport. 

All port authorities located at Custom House building. Means of 
transportation used by authorities to clear vessel is launch. Each 
authority has its own launch for these services. 


AGENT: Empresa Consignataria Mambisa, Agencia Havana, Lamparilla 
No. 2, P.O. Box No. 1785, Havana, Cuba. Telephone: 61-6706, 62- 
3969, 61-3994. Cable: Mambisa Habana. Telex: 051-1577. 

Agency VHF works on Channel 12. 


ISABELA DE SAGUA: 22.52 N. 80.00 W. (See Plan) 


Although the Port of Isabela is not located in a bay and lies on a small 
peninsula oriented S.W./N.E., it is a fairly protected harbour because a 
barrier of cays, lined from N.W. to S.E., forms a protective levee against 
the roughness of the sea and the force of the winds. 

Behind the port and town of Isabela, to the S.E., and as if splitting the 
small peninsula in two, Sagua La Grande river flows into the sea. 

Isabela is mostly a sugar shipping port but also handles a rather 
important amount of import cargoes. 

In the vicinity of Isabela, besides several sugar mills, there is an 

Electro-Chemical Industry and a very important foundry. 
PILOTAGE: Pilots board vessels about 1 or 2 miles out from Buoys 
No. 1 and 2. Pilot station located at Custom House building, Isabela de 
Sagua. Distance from place where Pilots board vessels to anchorage 
is 7 miles. 

From seaward by stages, the bottom is sandy, coral reef and hard 
rock, mud and rock under mud, mud and clay. 

Turns in channel are not dangerous but there are narrows with 
pre cee currents. 

ANCHORAGES: /nner Anchorage No. 1: This anchorage is located 
about 300 m. N.W. from the piers and can be considered part of the 
manoeuvring basin. 

Bottom is soft mud but anchors hold well with 3 shackles of chain. 

Draft allowed: 7.31 m. — 7.62 m. depending upon vessel's length. 

Swinging area: About 250 m. 

Vessels load or discharge at this anchorage by means of barges. 
Inner Anchorage No. 2: This anchorage is located close to and South 
of Palomo Cay. 

Bottom is soft and mud but anchors hold well with 3 shackles of chain. 

Draft allowed: 4.57 m. 

Swinging area: Unlimited. 

Several vessels can be accommodated. 

Vessels load or discharge at this anchorage by means of barges, but 
it is chiefly used for vessels awaiting berth. 

Outer Anchorage: Located East of Del Cristo Cay and about 8 miles 
from the port of Isabela, and also known as Ingles Anchorage. 

conor is mud and coral reefs but anchors hold well with 5 shackles 
of chain. 

This anchorage is marked with a well lighted buoy. 

Vessels can load safely up to 10.06 m. draft with LOA 190 m. 

Loading or discharging is effected by means of barges. 

Operations can be performed at this anchorage when there are good 
weather conditions. 

RESTRICTIONS: Entry and sailing only during daylight due to lack of 
lights in channel. 

, oe SIZE: Max. draft 7.62 m. Max. LOA 180 m. Tidal variation about 
COMMUNICATIONS: Means of communications available at Isabela 
are local and long distance telephone and telex, the latter being the 
quickest for communication with the port. 

Vessels navigating to Cuba can communicate with Mambisa Isabela 
Agency through “CLA” Havana Radio Station, which relays promptly 
the message to Isabela. 

Vessels cannot communicate directly with Isabela de Sagua. 

Masters must send their ETA messages simultaneously to Mambisa 
Sagua la Grande and Mambisa Havana. 

The ship can communicate with the Agency during stay in port by 
VHF system. 

TUGS: 2x250 h.p., 1300 h.p. and 1x80 h.p. 
BERTHING: Isabela operation places (piers) are located on the North 
coast of the peninsula previously mentioned. 

Formerly 4 piers were operated by the port but due to shallowness 
alongside Begueristain Pier, nowadays the latter is used only for small 
craft and barges drawing 10 ft. maximum. Another berth, Garcia Pier, 
is out of service undergoing repairs, the date of completion of which has 
not yet been determined. 

Amezaga Pier: N.E. side: Out of service. 
S.W. side: 

(a) Draft even keel: 6.71 m. 

(b) LOA: 140 m. 

Cargo handled: General cargo, bagged cargoes, bagged raw and 
refined sugar. 

Alfert Pier: East side: Length 137 m. Draft allowed 5.49 m. — 6.1 m. 
Ship's max. length 170 m. 

This pier consists of an all-hardwood construction not in good 
condition. 

It has standard gauge railroad tracks connecting with the main tracks 
and is not suitable for trucking operations. 

Tanker information: Molasses: 2 x 8 in. diameter connections. 

Loading rate: 200 t.p.h. 

Cargoes handled by this side: General cargo, molassses, bagged 
sugar. 

West Side: Out of service. 
Beguiristain Pier: Max. vessel's length 90 m. Draft (West side) 4.88 m. 

Length 165 m., width 9.0 m. 

The pier is out of service due to shallowness alongside. 
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STEVEDORES: Raw Sugar loading rate: 1,300 bags of raw Sugar jy 
250-Ib. type) loaded per 4 seeninge period, or 1,490 (of 220-Ib. tyr. 
From 4 to 5 bags loaded per sling. From lighters, 5 bags. 

Refined Sugar: 2,360 bags of refined sugar (50 kg.) are loaded p. 
4 hour-gang period. 12 bags loaded per sling. 

Operational capacity: Three vessels can be operated simulta 

Equipment for bulk sugar: Twelve grates available but trimmer, 
performed with shovellers. 

Loading Raw Sugar — Working periods: From Monday to Frida 
0700—1100 hrs., 1300—1700 hrs. Saturday 0700—1100 hrs. 

General cargo operations occasionally performed at this port, 
which above periods apply. 

Barges: 6x 200 tons and 3x 400 tons capacity. 

MEDICAL: Crew members requiring medical or dental care are treaty 
at Sagua La Grande Hospital, where they can be hospitaliseg ; 
necessary. At Isabela there is only a Polyclinic. 

TANKERS: No fuel oil or ammonium discharging operations pertorme: 
FRESH WATER: Fresh water can be supplied by means of 400 ton 
capacity barge. Water is delivered to vessels docked or at anchor; 
(Inner or/and Outer). Daily delivery quantity will be subject to the vessa; 
Stay in port, and the quantity received at the shore tanks, since say 
tanks receive small quantity from the main line (Sagua la Grande). 
FUEL: Small quantities of gas oil available by truck when vessel docks: 
at Amezaga Dock. 

REPAIRS: Minor repairs can be effected at Isabela de Sagua, large 
repairs to be effected at Sagua la Grande, where two repair shox 
available: Fundicion Marfarlane Nacionalizada and Talleres Esponj: 
Nacionalizado. 

DUNNAGE: Dunnage material can be supplied if requested in advan 
by Master. 

Paper dunnage can be obtained if ordered well in advance. 
TRANSPORTATION: Means of transportation to and from Isabela are 
train, bus or car. 

From Isabela to Sagua La Grande is a distance of about 17 km. ty 
road or train. 

. a Sagua La Grande to Santa Clara is a distance of about 50 kr, 
y road. 

From Santa Clara there are numerous means of communications 
any place or city in Cuba. 

There are bus lines Sagua/Cardenas, Sagua/Havana, Sagua/Sani: 
Clara, Sagua/Isabela. 


SHIPMASTER’S REPORT: November, 1978. 

Pilotage: Pilot boards 1.5 miles N.E. Cayo Cristo lighthouse in positio 
Lat. 23° 02’ N., Long. 79° 59.4’ W. Pilotage is compulsory. ETA shout 
be sent to vessel's Agent. 

Max. Size: Max. LOA 606 ft. Max. beam 75 ft. Max. draft 23 ft. | woul 
suggest the max. size as being 520 ft. LOA, 70 ft. beam and 22 ft. max 
draft. Tidal range 2 ft. 

Tugs: 3 tugs available each approx. 140 h.p. 

Radio: Havana Radio “CLA”. 

VHF: Not available. 

Documents: 8 Crew Lists. 1 Vaccination List, Health Declaration 
4 Currency Lists (crew and ships). (Also see “General”). 

Consuls: Nearest are in Havana. 

Medical: Doctor and hospital available in Sagua La Grande at a distance 
of 10 miles from the port. 

Berthing: Espg. De Amezuga Berth: Position Lat. 22° 56’ 54” N., Long 
80° 00’ 40” W. Distance from berth to entrance 7 miles. Max. size? 
vessel that can be safely berthed, LOA 520 ft., beam 70 ft. and deepes 
draft 22 ft. Least depth of water in channel from sea to berth 25 ft. Vesse 
able to dock and undock at any stage of the tide also vessel able 
dock and undock during hours of darkness at times. Special bulk facilities 
handled at the port include Molasses. There are no quay cranes 
Ro/Ro facilities or floating cranes. 

Stevedores: Believe there are a total of 8 gangs available for working 
of general cargo. There are steel and wooden dumb barges availabe 
(length 75 ft., beam 30 ft.). 

Density: 1004. 

General: Documents required: 3 Manifests (Crew Declarations); 8 Crev 
Lists; 4 Bonded Stores Lists; 4 Provision and Meats Lists; 4 Curren¢ 
Lists (Crew and Ship's); Certificate of Sanitary/Veterinary Inspecto 
(from last Cuban port); 1 Stowage Plan; Cargo Manifest. 

Seals may be opened coastwise but advise not to, with exception? 
meats. 

All conditions as Havana except shore leave only 1800 — 2200 his 
except Master, extension granted for officers to 2400 hrs. if requesté 
via Agent. 

Only chandler 70 miles away. 

Fresh water available at 8 t.p.h. (amount may be limited) but must 
ordered immediately on arrival if required. We did not order until the /@ 
day as we believed we were bound for a U.S.A. Gulf Port, it took 8 hou® 
to hook up and a lot of pressure on Agent. 

Berth unsuitable for this size of vessel though et mooring buoy 
vessel lay securely moored. Concrete pier with wooden fendering slig™®) 
dilapidated in places but quite adequate. Pier 320 ft. long and 4 ft. hig’ 
Stern secured to 2 mooring buoys, one each quarter, distance appro 
200 ft., but buoy moorings are believed to be suspect. No cargo can® 
worked at No. 5 except by lighters. Harbour Master states largest ves 
suitable for this berth 120 m. LOA. Depth alongside by soundings 2at 
Forward, 26 ft. aft. Pilots good. 

Gangway must be used, as companion ladder will not reach quay 

Channel requires local knowledge but it is well buoyed. 

Cargo discharge depends on supply of trucks. Can only work o* 
truck at each hatch therefore to speed up discharge last day two ga 
No. 4 discharged into lighter offshore. 


AUTHORITY: All port authorities located at port of Isabela de Sagu 
When vessels at anchorage awaiting berthing, authorities transpor® 
by tug-boat for clearing purposes. 


A : Empresa Consignataria Mambisa, Agencia Isabela de yan Me 
2.0.Box 18, Isabela de Sagua, Prov. de Las Villas. Tel: 698122 (office) 
698130 (night). Telex: 041222. Cable: Mambisa Sagua La Grande. 
Cables, messages should be addressed “Mambisa Sagua la Grande”, 
recommended be sent through main office “Mambisa Havana”. 
eTAs should be sent simultaneously to both. 


JUCARO: 21.37 N. 78.51 W. 
including the sub-ports of Boca Grande, Palo Alto and 
Santa Maria) 


DOCUMENTS: 

10 Crew Lists. 

10 Passenger Lists (if passengers on board only). 

10 Manifests of Cargo (or ballast). 

4 Customs Crew Declaration (including currency). 

4 Ship's Provision Stores, including bonded and narcotics. 

1 Health Declaration, 

1 Vaccination List. 

Clearance from Last Port. 

Derat Certificate. 
APPROACHES: Vessels proceeding to Jucaro sub-ports must call first 
at Jucaro for Port Authority's clearance. 

Tidal variation 1 ft. 6 in. It is not necessary to await slack water before 

entering. Recommended that (a) vessels arriving from Cuban ports 
situated to the East of Jucaro, such as Caibarien, Puerto Padre, Manati, 
Vita, Banes, Antilla, Sagua de Tanamo, Moa, Baracoa, etc., or from 
foreign ports, should enter Jucaro Port through Breton Channel, and 
(0) all vessels not exceeding 22 ft. draft proceeding from those Cuban 
ports situated to the West of Jucaro, such as Havana, Mariel, Matanzas, 
Cardenas, Isabela de Sagua and Cienfuegos, should enter Jucaro port 
are Tunas Channel. 
PILOTAGE: Pilots board vessels which enter through Breton Channel 
at Buoy No. 2, which is situated to East of channel entrance, 
21°08’ 18" N. 79°30’ 24” W. with water depth 33 ft. Through this 
channel vessels can enter drawing up to 29 ft. with max. length 800 ft. 
Bottom is coral reef. There are dangerous turns at “pasa” of Baandra 
until Ana Maria Cays have been passed. 

For vessels which enter through Tunas Channel, Pilots board at 
No.2 Buoy which is situated to East of Channel entrance, Lat. 
21°31’ N., Long. 79° 41’ 21” W. Through this channel vessels can enter 
drawing up to 22 ft. 

No pilot station. Pilots are to be notified of vessel's arrival 24 hours 
in advance. Distance from place where Pilots board vessels to Jucaro 
anchorage is 50 miles. 

From Jucaro Anchorage to: 


Boca Grande Sub-port — 14 miles 
Palo Alto Sub-port - 5miles 
Santa Maria Sub-port — 24 miles 


ANCHORAGES: Loading places, ex-lighters. Three anchorages (very 
good holding ground), namely, No. 1 Anchorage — 6 miles from the port 
at South of Obispo Cay, depth 24 ft. No. 2 Anchorage — 7 miles from 
the port at S.E. of Obsipo Cay, depth 27 ft. No. 3 Anchorage: Anchorage 
: 1963 from the port and 1 mile to Eastward of No. 2 anchorage,depth 


ro oe Vessels can enter and sail through both channels day 
night. 

RADIO: Call “Jucaro Radio” on 2182 kHz, will answer on 2760 kHz. 
VHF: Pilot boat, Port Captain and Agency equipped with VHF and work 
on Channel 16. 

LOADING: This port only exports bagged refined sugar in 100 kilos jute 
bags or 50 kilos cotton bags, molasses and fresh fruits. 

Fuel oil is discharged either imported or by coastal trade. 

Working periods: Monday to Friday 0600 — 1000 hrs., 1200 — 1600 hrs.; 
Saturday 0600 — 1000 hrs., 1200 — 1600 hrs. It is possible to work 
overtime, also possible to work Sundays and holidays, if required. 

Work carried out on a piece-work basis, and at an average of 
2,000 bags per gang-period. 6 sugar bags loaded per sling. 

Refined sugar: Work is carried out on a piece-work basis and loading 
fale averaged about 4,000 bags of the 50 kilo type and 2,000 of the 
100 kilo type per gang-period. 

Sugar in bulk: Venezuela and Ecuador sugar mills have 5 thrower 
machines each for distributing sugar in vessels’ hatches. Loading carried 
Out by cutting sugar bags through grates placed on vessels’ hatches. 

Shore cranes: None. 

MEDICAL: There are two hospitals at Ciego de Avila where sick crew 
members can receive attention. Distance between Jucaro and Ciego de 
mane2z km. 

ERS: Average pumping rate of molasses 20,000 g.p.h. 
FRESH WATER: No water available. me 
FUEUREPAIRS: Not available. 
OPENING/CLOSING HATCHES: By crew. 
PROVISIONS: Available, but expensive. 


TRANSPORTATION: Distance between Jucaro Port and its sub-ports: 


To Santa Maria — 31 miles 
To Boca Grande -—-—15 miles 
To Palo Alto — 9miles 
ar launches are used between port and sub-ports, and take 
Bonus: 2.5 hours and 1.25 hours between Jucaro and Santa Maria, 
Grande, and Palo Alto respectively. 
No Y.automobile, 3.5 hours to Santa Maria and 2 hours to Boca Grande. 
ighway from Jucaro to Palo Alto. 


CUBA 


SHIPMASTER’S REPORT: 1977. 

Lines to the barges to be provided with rat-guards. 

Very strict regulations concerning crew declaration of effects, currency 
and pornography. 

All personal effects of crew members will be sealed by Customs, even 
their used clothes, allowing them out only a couple of clothes changes, 
one carton of cigarettes and one bottle of spirits. 

Advisable to instruct crew members to declare all currency and not 
to try to take any money ashore. They could not use or change it and 
could run into a great deal of trouble. 

Vessel’s deck, engine and accommodation will be searched by Port 
Authority party. 

Cholera vaccination available on request. 

Shore leave for crew allowed only from 1800 to 2200 hrs. 

No kind of restrictions for the Master, whose shore leave is unlimited. 
Strict Customs regulations do not affect him. 

No amenities available ashore. 

Loading of oranges fast if available. About 200 tons per gang shift. 

Pre-cooling of cargo chambers is not required. Oranges stowed in 
two tiers of four cartons with battens in between. Maximum height of 
eight cartons. Stowage factor about 95. 


AUTHORITY: Custom House, Captain of the Port and Immigration, 
located at Jucaro. Port doctor located at Ciego de Avila. 
AGENT: Empresa Consignataria Mambisa, 
Agencia Nuevitas, 
P.O. Box No. 350, 
Puerto Tarafa, Nuevitas, 
Prov. de Camaguey. 
Telephone: 2779, 2107 (office), 
3190 (night). 
Telex: 3190. 
Cable: Mambisas Nuevitas. 
Mambisas Nuevitas Agency also attends at the port of Nuevitas. 
Jucaro and Boca Grande are attended by Nuevitas Agency personnel. 
Any information about vessels operating at Jucaro or Boca Grande 
should be requested from our main offices at Havana or to Nuevitas 
Agency because it is extremely difficult to communicate directly with the 
Agent attending the vessel. Agents at Jucaro and Boca Grande 
communicate periodically with Nuevitas Agency which relays the 
information to our main office. 


SUB-PORT OF BOCA GRANDE: 


SHIPMASTER’S REPORT: Port will not be operational after 1977. 
LOCATION: About 15 miles East of Jucaro. 

APPROACHES: See “Jucaro”. 

PILOTAGE: See “Jucaro”. Distance from place where Pilots board 
vessels to Boca Grande is 64 miles. Entrance channel: same as for 
Jucaro. Tidal variation 1 ft. 6 in. 

ANCHORAGES: Anchorage No. 1: Located 3 miles off Boca Grande 
Firth. Depth 24 ft. Anchorage No. 2: Located 5 miles off Boca Grande 
Firth. Depth 30 ft. Both these anchorages have soft mud bottom. 

Kind of cargoes handled. Importation, fuel oil. Exportation, bagged 
refined sugar, molasses. Coastal trade, discharge of fuel oil. 
LOADING: At present only refined sugar is exported. All sugar-loading 
operations are carried out at anchorage by means of lighters. Following 
lighters available: 


Capacity Capacity 
Barges (50 kg. bags) (100 kg. bags) 
Ana 4,900 2,500 
Loretto 4,400 2,100 
Mascot 4,400 2,100 
EAS, 4,400 2,100 
Trusco 89 5,100 2,980 


Angel 3,440 1,700 
Working Periods: Monday to Friday 0600/1000 hrs., 1200/1600 hrs.; 
Saturday 0600/1000 hrs., 1200/1600 hrs. When working is performed 
on Sundays, same periods apply. 

Work is performed on a piece-work basis, and average loading rate 
is about 2,000 bags, basis 6 bags per sling, and 100 kilo bags. Only 
one vessel can be worked at a time. 
TUGS: Three tugs available. 
TANKERS: Discharging operations at No. 1 or No. 2 anchorages. 
Discharging rate approximately 20,000 g.p.h. 

There are also steel barges for transportation of molasses and/or 


sugar: 

Guanales: 100 ft. x30 ft. x7 ft. Sugar capacity: 1,600 bags. Molasses 
capacity: 65,000 gallons. 

Loreto: 100 ft. x30 ft. x7 ft. Sugar capacity: 1,600 bags. Molasses 


capacity: 65,000 gallons. 

Each of these barges has 4 tanks measuring 15 ft. x36 ft. x7 ft. Capacity: 
3,780 cu.ft. or 28,274 gallons each tank. Total capacity: 113,100 gallons. 
Each barge can load a max. of 400 tons of molasses and each is 
equipped with steam pump. 
COMMUNICATIONS: Launch transportation. It takes 2.5 hours for 
travelling from Boca Grande to Jucaro or Santa Maria. Captain of the 
Port's radio-telephone is used as means of communication. 

All communication and instructions for vessels operating at this sub- 
port must be given to Nuevitas Agency. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englay, 


MANZANILLO: 20.20 N. 77.12 W. (See Plan) 
(and sub-ports of Ceiba Hueca, Media Luna, Niquero and 
Pilon (Ensenada de Mora).) 


ENTRANCE TO PORT/CONDITIONS/LIMITATIONS: The entrance to 
the port can be accomplished by two different routes, depending on 
vessel's draft. 

Madrona Channel: This channel has some turns and some of them are 
sharp and narrow. In the South Channel's mouth is where precautions 
should be taken, because “windward shoals” have a marked inclination 
to the Channel. 

The bottom is soft mud and sand. 

Minimum depth of the Channel is 10.67 m., precisely at the South 
Channel's mouth, and customarily the draft for entering/sailing is 
9.14 m., being maximum draft for entering/sailing 9.14 m., although 
vessels drawing up to 10.06 m. have entered/sailed from this port, 
leaving in those cases 0.61 m. as a safety margin. 

Palomino Channel: This is an intermediate channel which leads either 
to Madrona Channel or Coloradas de Afuera Channel. 

This channel also has turns, but some are less sharp because the 
channel is wider than Madrona Channel and manoeuvering is easier. 
The average depth is 22/25 fathoms (40/46 m.), but draft of vessels is 
limited by depth of Madrona or Coloradas de Afuera Channels. 

The bottom is rocky. 

Coloradas de Afuera Channel: This channel reduces the distance to 
Manzanillo to only 55 miles, but can only be crossed by vessels drawing 
6.1 m. or less. 

Presently, due to lack of navigational signals and marks, this channel 
is temporarily out of use. 

The transit of above described channels can be performed without 
tug assistance. 

There is another channel in this port which is listed as a matter of 
information. 

Balandras Channel: This is an intermediate channel leading to 
Coloradas de Afuera Channel, but can only be crossed by vessels 
drawing maximum 4.26 m. 

Because of the large tonnage of vessels presently operating in Cuba, 
od pa due to lack of proper navigational signals, this channel is not 
used. 

Entrance to the Port of Manzanillo: From Cay Perla, vessels drawing 
7.31 m. or less enter the Gua Passage (between Cay Perla and Gua 
Cays), and those drawing more than 7.31 m. enter outside of Cay Perla. 

For both routes the string of Manzanillo Cays, about 6 miles long, can 
be used as a visual orientation point. 

PILOTAGE: The pilot boards vessel at Cabo Cruz, located at 
Lat. 19° 50’ 33” N., Long. 77° 43’ 33” W. On the cape there is a small 
town, the Pilot Station and a lighthouse. 

The lighthouse rises to 34 m. above sea level, and its light is visible 
up to a distance of 17 miles. 

The Pilot Station communicates with Manzanillo by radiotelephony. 

The distance from where the pilot boards the vessel to Manzanillo is 
68 miles through Madrona Channel, or 55 miles through Coloradas de 
Afuera Channel, first and next Palomino Channel. 

The exact place where pilot should be taken is Lat. 19° 49' 12” N., 
Long. 77° 45’ 12” W. In this position, vessel is about one mile off the 
crown of reefs of Cape Cruz. 

All vessels calling at Manzanillo or any of its sub-ports (including 
Pilon), should take pilot at this place. 

ANCHORAGES: Inner Anchorage No. 1: 

This anchorage is located at Lat. 20° 21’ 54” N., Long. 77° 08’ 24” W. 
Max. LOA 180 m., max. draft 6.4 m. 

Distance from shore is about one mile, and the transportation means 
are the tugs of stevedore enterprise “Terminales Mambisa”. 

The cargoes handled are: 

Imports: General cargo. 

Exports: Bagged raw sugar. 

Outer Anchorage No. 2: 

This anchorage is located at Lat. 20° 22’ 36” N., Long. 77° 08’ 40” W. 
Max. LOA 180 m., max. draft 8.53 m. 

Distance from shore is about 2 miles, and the transportation means 
are the tugs of stevedore enterprise “Terminales Mambisa”. 

The cargoes handled are: 

Imports: General cargo. 

Exports: Bagged raw sugar. 

Outer Anchorage No. 3: 

This anchorage is located at Lat. 20° 23’ 30” N., Long. 77° 09’ 18” W. 
Max. LOA 180 m., max. draft 10.06 m. 

Distance from shore is about 3.5 miles, and the transportation means 
are the tugs of stevedore enterprise “Terminales Mambisa’”. 

The cargoes handled are: 

Imports: General cargo. 

Exports: Bagged raw sugar. 

RESTRICTIONS: Due to present conditions of channel lights and 
distance, vessels enter and sail only during daylight. 

MAX. SIZE: LOA 180 m., draft 9.14 m. 

EQUIPMENT: The port has 6 barges of 200 tons cargo capacity, 2 of 
140 tons and 1 of 100 tons, this last one having a derrick capable of 
lifting up to 2 tons. 

There are 3 tugboats servicing the port: 

“Punta Morrillo” the biggest and most powerful, capable of towing 
5 barges, “Aracelio Iglesias” and “Cdte. Turcios Lima” which can tow 
3 barges each. 

These tugboats are also used to transport shore/vessel personnel 
from shore to anchorage or vice versa. 

There are no cranes or pay loaders in the port. 

Lanes Sugar-loading operations performed at anchorage by 
lighters. 

At sugar mill “La Demajagua”, town of Calicito, at a distance of 2 km. 
from the sugar mill, there is a small pier with a draft of 3.05 m. where 
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the barges are loaded with bagged raw sugar for vessels Operating » 
Manzanillo. 

At sugar mill “Francisco Castro Ceruto”, town of Campechuela , 
500 m. from the sugar mill there is a pier with a draft of 6.6 m. 
barges are loaded with bagged raw sugar for vessels operating 
Manzanillo. 

For the discharge of barges with import cargoes the coastal pie » 
Manzanillo Fishing Port is used, about 3 km. distance from the city, 

Bulk cargoes are not handled by this port except the discharge » 
petroleum products. 

Docks are suitable for reception and handling of import and exp 
cargo (bulk cargo excepted). They have railroad tracks of non-standg, 
gauge, which connect with warehouses. ; 

Sugar and general cargo: Working periods: Monday to Friday 0709. 
1100 hrs., 1300 — 1700 hrs.; Saturday 0700 — 1100 hrs. 

2,000 raw-sugar bags loaded per gang per day of 8 hours. 
DISCHARGING: Rates: 


Bagged cargo (of 100 Ib.) approx. 25 t.p.h. 
Bagged cargo (of 200 Ib.) approx. 35 t.p.h. 
Iron approx. 7 t.p.h. 
Wood approx. 8t.p.h. 
Jute bags approx. 15 t.p.h 


TANKERS: /CP Submarine Pipeline Anchorage: The submarn 
pipeline anchorage is located as follows: 

Lat. 20° 21’ 12” N., Long. 77° 10’ 21” W. 

Max. LOA 147 m., max. draft 8.53 m. 

Distance from shore is about 2 miles and the means of transportatio 
are the tugs of the stevedore enterprise ‘“Terminales Mambisa”. 

The vessel is secured to 4 buoys and the mooring is performed b 
Terminales Mambisa tugs and personnel. 

The pipeline is 8 in. (203 mm.) in diameter and connection is 6 in 
(152 mm.). 

The cargo handled is: Discharge of kerosene, gasoline and diesel o 

The prevailing winds are those of the first quadrant. 
FUEL/FRESH WATER: Not available. 
REPAIRS: Mechanic and foundry shop under control of Industy 
Ministry, where light repairs of machine parts can be performed. 
TRANSPORTATION: Distance from Manzanillo to: 

Ceiba Hueca: 15 miles by sea, 32 km. by highway 


Media Luna: 23 miles by sea, 45 km. by highway 
Niquero: 45 miles by sea, 79 km. by highway 
Pilon: 90 miles by sea, 130 km. by paved highway, whic 


reaches up to 15 km. from Niquero whereafter a dit 
road must be used to reach Pilon. Dirt road distance 
of 40 km. During rain season a jeep is used to trave 
by this road. 

Car is used to travel from Manzanillo to above sub-ports, and takes 
to Ceiba Hueca 1 hour; to Media Luna 1 hour; to Niquero 2 hours ant 
to Pilon 3 hours (in rainy season about 5 hours). 

Daily car services from Manzanillo to Niquero; to Pilon there are trucks 
specially prepared for this service. 

COMMUNICATIONS: There is direct communication betwee 
Manzanillo and its sub-ports by telephone or telegraph. 

In Manzanillo there is a long distance telephone service, radiograms 
telegrams and Post Office. 

Vessels navigating to Cuba can communicate with the Agency by 
radiotelegraphy, contacting “CLA Havana’ station, which relays th 
messages to Manzanillo by telex. 

Vessels navigating in Cuban waters can communicate any message 
to Manzanillo Agency by means of radiotelephony, contacting “CLV 
Coastal Network”, Manzanillo. CLM station relays the messages 
Manzanillo Agency by direct telephone call. 

The Manzanillo Agency is connected to the National Telex System 
and the Manzanillo number is 063121. This is the quickest method 0 
communication with Manzanillo Agency. 

ETA messages should be given simultaneously to “Mambist 
Manzanillo” and “Mambisa Havana”. 

MEDICAL: There is a hospital at Manzanillo where sick crew membess 
can receive attention. 

DUNNAGE: Vessels nominated for loading sugar in Manzanillo or an) 
of its sub-ports must arrive supplied with wood dunnage because in the 
Manzanillo area it is extremely difficult to obtain wood dunnage. 

Dunnage paper can be supplied if requested in advance. 
AUTHORITIES: Ali Port Authorities, Custom House, Immigration Pot 
Doctor, Port Captain are located at Manzanillo. 

Vessels can proceed directly to any of the sub-ports, where Manzanild 
Port Authorities travel to give clearance, but advance information mus 
be given to these Authorities for the corresponding permit, as Manzanilo 
regulations provide that vessels must enter Manzanillo as Custom 
Official Port. 

AGENT: Empresa Consignataria Mambisa, Calle Bateria No. 2 
Manzanillo, Province Granma. Cable Address: Mambisa Manzanile 
Telex: 063121. Tel: 2533, 2535. 


(a) SUB-PORT OF CEIBA HUECA: (See Plan) 
Vessels may proceed direct to sub-ports (see Manzanillo unde 
“Authorities”’). 
LOCATION: This port is located on the South coast of Cuba, a! 
distance of 15 miles Southwest of Manzanillo in posite 
Lat. 20° 13’ 24” N., Long. 77° 19’ 26" W. 
Through this port, the production of three sugar mills is expore 
(“Indio Diaz", “Francisco Castro Ceruto"” and “La Demajagua’). 
Distance to Manzanillo by road is 32 km. 
APPROACHES: See Manzanillo information. For operations at Cee® 
Hueca it should be noted that the pier has a depth of only 19 ft. towal 
the sea end for loading. Tidal variation about 1 ft. 6 in. 


piLOTAGE: Pilots board vessels in the vicinity of Cape Cruz at following 
Lat. 19° 49’ 12” N., Long. 77° 45’ 12” W. 

Also see “Manzanillo”. ; 

From the place where pilots board vessels to Ceiba Hueca Pier, there 
sa distance of 46 miles through Madrona Channel. ; 
ANCHORAGE: Ceiba Hueca Anchorage: Located one mile to the 
northwest of the pier. Maximum draft allowed is 10.05 m. Bottom is soft 


INTRANCE TO PORT/CONDITIONS/LIMITATIONS: Entrance to port 

s eected through Madrona Channel. After passing Fustete Bank, Point 

yartillo and the sugar mill stack are the best reference points. 
Limitations to vessels are in keeping with the operations to be 


He ersels loading sugar have no other limitations than those imposed 
py Madrona Channel, which are LOA 170 m. and max. draft 9.45 m. 
RESTRICTIONS: Entering and sailing only possible during daylight 


SERTHING: Sugar Pier: Max. LOA 170 m. Max. draft 9.45 m. 
Cargoes handled by the Port: 

Exports: Raw bulk sugar and molasses. 

Coastal Trade: Discharge of fuel oil. 
MEDICAL: Crew members requiring medical attention are treated at the 
Polyclinic of the nearby town of Campechuela. 

When hospitalisation or specialised medical care is required, patients 
are sent to Manzanillo Hospital. 
TANKERS: Vessels are loaded with molasses at Ceiba Hueca Pier and 
average pumping rate is 25,000/30,000 g.p.h. Tankers with fuel oil are 

so operated. 
#RESH WATER: Only small quantities available due to low pressure. 
FUEL/REPAIRS: Not available. 
COMMUNICATIONS: Government telegraph communication between 
Manzanillo and Ceiba Hueca up to 1800 hrs. however, there is a 
telephone line which communicates by means of relay with “La 
Demajagua” sugar mill, which has direct telephone communication with 
Manzanillo. This communication is only during sugar-mill office hours, 
and it is very poor due to above relay. 


SHIPMASTER’S REPORT: October, 1984. (See Plan). 

Vessel loaded sugar in Bulk. 

A new berth (constructed 1981) consisting of the following: 

1. Along passage way from land to seaward having a length of about 
500 m. containing the belt which carries the sugar. 

2. Seven square dolphins 5m.x5m. constructed of cement with 
rubber fenders and 1 bollard on each. Distance between the first and 
seventh dolphins is about 250 m. 

3. One semi-circle cement construction about 40 m. length containing 
the movable conveyor. 

The conveyor has a capacity of about 500 tonnes p.h. — 600 
tonnes p.h. Loading operations can be done only into 3 cargo holds and 
then vessel has to shift by means of warping. No tug available or shore 
mooring men. It is best to leave a seaman ashore for any rope moving. 

The berth is affected by strong Northeasterly — Southeasterly winds 
and precautions must be taken during vessel's shifting. 

Max. sailing draft allowed 32 ft. The channel is marked with 3 pairs 
of buoys. No night mooring or unmooring. All other details as per “Guide 
to Port Entry”. 


AGENT: Vessels operating at this sub-port attended by Manzanillo 
Agency Personnel. 


(0) SUB-PORT OF MEDIA LUNA: (See Plan) 
Vessels may proceed direct. (See Manzanillo under “Authorities”). 
LOCATION: The port is located on the South coast of Cuba, 
about 23 miles S.W. of Manzanillo in position Latitude 20° 10’ 30” N., 
Longitude 77° 26' 25” W. 

For description purposes, Media Luna ia located between the port of 
Niquero at the Southwest and Ceiba Hueca to the Northwest and loading 
at anchorage is effected at about 1.75 miles off Point Cocal. 

tis an open bay and sometimes the winds and swells interrupt the 
loading operation, especially in the afternoon, when there are scanty 
topical storms. 

Through this port is exported the production of the sugar mill “Juan 
Manuel Marquez”, the largest in the Manzanillo region. 

Also, on occasions, sugar mills “Indio Diaz” and “Francisco Castro 
Ceruto” ship some of their production through Media Luna. 
APPROACHES: See “Manzanillo”. 

PILOTAGE: Pilots board vessels at Cabo Cruz. Distance from place 

py Pilots board vessels to Media Luna via the Madrona Channel is 
iles. 

SNCHORAGE: Media Luna Anchorage: Max. LOA 170 m., max. draft 

.45 m. 


The anchorage is located between Point Cocal and Point Manacal, 

Closer to the former and about 1.25 miles from the shore. 

Transportation means from anchorage to the shore and vice-versa is 
oy launches and tugs of the stevedores enterprise. 

Sugar is loaded on railroad car (non standard gauge) at the sugar 
oe is less than 1 km. distant from the barge pier, located at Point 
RESTRICTIONS: Entrance to or sailing from Media Luna port is only 
M4 &cted ll Braet ae 

AX, SIZE: Max. draft for vessels to enter and carry out loading 
erations at this sub-port is 10.05 m. Tidal variation 1 ft. 6 in. 

ADING: Loading operations are carried out at anchorage. Only one 
“ssel can be operated because the sugar mills which ship through this 
Port are able to transport to Media Luna only 800 to 900 tons daily (600/ 
‘ tons from “Juan Manuel Marquez” and balance from sugar mills 

"dio Diaz” and/or “Franscisco Castro Ceruto”). 

gees handled: Only bagged raw sugar in 100 kilo bags. 


CUBA 


MEDICAL: There is a hospital and also a polyclinic at Media Luna where 
sick crew members receive medical or dental care. 

Whenever hospitalisation or specialised medical care is required, 
patients are sent to Manzanillo Hospital. 
TANKERS: No facilities. 
FUEL/FRESH WATER/REPAIRS: Not available. 
COMMUNICATIONS: There is direct telephone service with Manzanillo, 
also telegraph and post office. 
AUTHORITIES: See “Manzanillo”. 


(c) SUB-PORT OF NIQUERO: (See Plan) 
Vessels may proceed direct. (See Manzanillo under “‘Authorities”). 
LOCATION: The port is located on the South coast of Cuba, about 
45 miles southwest of Manzanillo. 

The port lies 5 km. S.W. of the town of Niquero and the pier is located 
at Point Cachones. 

From the pier to the sugar mill “Roberto Ramirez Delgado”, 5 km. 
inland, runs a non-standard railroad track by which flows all the sugar 
cargo to the pier. 

Although Niquero mainly ships the sugar produced by sugar mill 
“Roberto Ramirez Delgado”, occasionally some import cargoes are 
handled. 

PILOTAGE: Pilot boards the vessel in the vicinity of Cape Cruz at 
position: Latitude 19° 49' 12” N., Longitude 77° 45’ 12” W. 

From this place to Niquero there is a distance of 36 miles (through 
Madrona Channel). 

RESTRICTIONS: Vessels can enter and sail during daylight hours only. 
MAX. SIZE: LOA 147 m., max. draft 6.83 m. 
BERTHING: Niquero Pier: Max. LOA 147 m., max. draft 6.83 m. 

Berth is out of service at present. The ship’s length which operates 
there is limited to 147 m., due to the present condition of the installation. 
Previously ships with a length up to 170 m. used to perform operations 
there. 

The pier is geographically oriented from East to West, and vessels 
berth on the North and South sides. 

Although Niquero Pier is capable of working 2 vessels, one docked 
on each side, the sugar delivery capacity of the sugar mill is only 
sufficient to operate one vessel, unless overtime is worked, both at the 
sugar warehouse and at the pier. 

The port personnel consists of 3 gangs, but when required extra 
personnel are sent from Manzanillo. 

Cargoes Handled: Mostly raw bagged sugar (100 kilo jute bags) and on 
some occasions import cargo, such as bagged fertiliser, jute bales, 
railroad sleepers, etc. 

FRESH WATER: Can be delivered at pier by means of tank cars at an 
average of 40/50 tons daily. 

As water delivery sometimes interfers with loading operations, delivery 
must be arranged to take place at times when vessel is not working. 
FUEL/REPAIRS: Not available. 

TANKERS: No facilities. 

MEDICAL: All crew members requiring medica! or dental attention are 
treated at Niquero Hospital, where they can be hospitalised if necessary. 
COMMUNICATIONS: Long-distance telephone communication 
between Manzanillo and Niquero sugar-mill office. Distance from sugar- 
mill office to pier is about 5 km. 

AGENT/AUTHORITIES: See “Manzanillo”. 


(d) SUB-PORT OF PILON (ENSENADA DE MORA): (See Plan) 
Vessels may proceed direct to sub-ports (See Manzanillo under 
Authorities”). 
LOCATION: The port is located on the South coast of Cuba in position 
Latitude 19° 54' 28” N., Longitude 77° 18' 58” W. 

This port is located at Ensenada de Mora and is known by either name 
but mostly as Pilon. 5 

The port is used for the export of the production of sugar mill “Luis 
Enrique Carracedo”, formerly known as Cabo Cruz or Pilon. 
APPROACHES: From Cabo Cruz to Pilon mouth entrance is open sea. 
From Pilon mouth to the pier is through channel, with rocky bottom and 


turns. 

PILOTAGE: Pilot boards vessel at Cabo Cruz (Lat. 19° 49’ 12” N., Long. 
77° 45' 12” W.) Distance to Pilon Pier is 34 miles. 

ANCHORAGE: Pilon Anchorage: Located 0.5 miles from Pilon Pier. 
Max. Draft 7.01 m. 

Loading operations are performed by means of barges. 
RESTRICTIONS: Vessels can enter and sail from Pilon only during 
daylight hours. 

MAX. SIZE: Max. LOA 137 m. — 143 m. Max. draft 6.10 m. 

Tankers: LOA 152 m. 

BERTHING: Operations at this port are performed at the pier and 
occasionally at anchorage. 

The pier is of wood construction, (out of service since February 1984, 
due to its condition). 

Vessels docking alongside the pier cannot work all their hatches at 
one time, and it is necessary to turn the vessel around to complete the 
loading to an allowable draft. 

It has double non-standard gauge railroad tracks which run up to the 
sugar mill, located less than 0.5 miles from the pier. 

ie docking capacity of the pier is about 91 m., so vessels overhang 
and moor to a solid dolphin and a mooring buoy. 

Maximum length for tankers is 152m. and they effect the loading 
operations at the head of the pier. 
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MEDICAL: Medical attention and dental care rendered at Pilon Hospital. 
TANKERS: Molasses average pumping rate is 25,000 — 30,000 g.p.h. 
One connection 8 in. diameter, 12 in. pipeline. 
FRESH WATER: Can be delivered at berth by pipeline. Average delivery 
rate about 1 t.p.h. 
FUEL: Not available. 
REPAIRS: No facilities. 
COMMUNICATIONS: There is a telegraph service and telephone 
service, local and long distance. 

ETA messages should be given simultaneously to Mambisa 
Manzanillo and Mambisa Havana. 
AGENT/AUTHORITY: See “Manzanillo”. 


MARIEL: 23.01 N. 82.46 W. (See Plan) 
(and sub-ports of Cabanas, Bahia Honda and Santa 
Lucia) 


PILOTAGE: Pilots board vessels about 1 mile off Buoy No.1 which 
marks the entrance of the port. 

Vessels nominated for operations at Bahia Honda and Cabanas must 
pick up pilot at this location. 

Pilot station is located at Cayo Lenin (former Cayo Mason), No. 6911, 
Mariel. 

Pilots telephone 9-2419.(Manager: 9-2131). 

Distance from position where pilots board the vessel up to the places 
of operation are 1.25 miles to 2.75 miles. 

Pilot works on VHF Channel 16. 
ANCHORAGES: General anchorage — swing area 450 m., depth 29 ft. 

Punta Gorda anchorage — swing area 340 m., depth 36 ft. 

Cargo operations do not take place at anchorages. 
ENTRANCE TO PORT/CONDITIONS/LIMITATIONS: The entrance 
channel, where Buoy No.1 is situated, is over a sand bank with 15.24 m., 
16.76 m. and 18.25 m. depths and vessels steer with only one course 
continuing up to Buoy No.3, which is situated in 9.14 m. of water on 
rocky bottom, but having close by a depth of 28.88 m. This channel is 
60 m. wide, approximately. Maximum draft with which vessels can enter/ 
sail through channel is 9.45 m. and length 177 m. 

It is not necessary to wait for slack or favourable tide to enter or sail 
from port. 

No tug is required, except in case of tankers measuring between 
162 m. — 186 m., in which event tug is required. 
RESTRICTIONS: Vessels can enter and sail during day and night hours, 
but this should be checked in each case prior to vessel's arrival as on 
occasions the buoys are missing. 
MAX. SIZE: Max. draft with which vessels can enter and sail through 
channel is 30 ft. and max. length of 610 ft. Tidal variation 16 in. Also 
see “Berthing”. 
BERTHING: All places of operation at this port are located on the East 
coast of the bay: Unit No. 1 close to the port entrance; Cement Plant 
pier located just in front of Pt. Gorda and Unit No. 2 located at the North 
of the town of Mariel. 

All operations at Mariel piers are effected by means of trucks. 
(a) Unit No. 1, Berth No. 2 (N.W.): Length 134 ft., max. draft allowed 
22 ft. Used mostly for general cargo and bulk fertiliser. 
(b) Cement Plant Pier: Length: 544 ft. Draft: Vessels with a length under 
500 ft. can dock with a draft of 29 ft. even keel. 

This pier is used only to discharge fuel oil destined either for the 
Cement or the Thermoelectric Plants. 

Vessels over 500 ft. and up to 610 ft. can enter with a draft of 27 ft. 
fore and 29 ft. aft. Assistance of a large tugboat (850 h.p.) or 2 smaller 


ones is necessary for vessels exceeding 532 ft. and up to 610 ft. length. 


Tanker information: Fuel Oil: 1 <8 in. diameter. 
(c) Unit No. 2: This installation is located at the North side of the town 
of Mariel. 

It consists of 3 berthing spaces, that is, a pier 607 ft. long by 267 ft. 
wide, built of concrete, but earth filled and not properly paved. 

Berth No. 5 (N.E.): Draft: 21 ft. fore and 23 ft. aft. Length: 607 ft. 

Berth No. 6 (N.W.): Draft: 25 ft. fore and 27 ft. aft. Length 267 ft. 

Berth No. 7 (S.E.): Draft 29 ft. even keel — Length: 607 ft. 

Cargo handled by this unit: Bulk fertilisers, general cargo and lumber. 

Water available by tank-truck. 
(d) A new plant for shipping bulk raw sugar is operating at new pier, 
draft 30 ft. 
STEVEDORES: Working periods: Monday to Saturday 0700 — 
1300 hrs., 1300 — 1900 hrs., 1900 — 0100 hrs. 

Raw sugar: 845 bags loaded per gang-period. 9 bags per sling. Only 
one sugar vessel can operate at a time. 

General cargo: discharging rate: from 6 to 9 tons per gang hour. 

Bagged merchandise: about 13 tons (100 Ib. bag type). 

Iron: about 18 tons (fluctuates according to type of iron). 

Wood: 12 tons (approx.). 

Fertilisers: Muriate of potash: 10 to 13 tons. 

Sulphate of ammonia: 8 to 10 tons. 
Superphosphate simple: 15 to 18 tons. 

Shore cranes: There is one caterpillar (PH movable crane with boom of 
80 ft. length, and which can lift 12 tons). 
FRESH WATER: Can be supplied at Unit No. 2 berth by means of tank- 
truck with capacity of 5 tons. In dry season supplied only during night 
time. 
FUEL/REPAIRS: Not available. 
MEDICAL: No hospital. Crew members requiring medical attention are 
sent to Havana. 
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TRANSPORTATION: Distance from Mariel to: 


Cabanas (anchorage): 25 km. 45 minutes by car. 
Cabanas (pier): 57 km. 1 hour 47 minutes by car. 
Bahia Honda: 73 km. 2 hours by car. 

Santa Lucia: 250 km. 4 hours by car. 


Car is hired for transportation to above sub-ports. There is gy 
transportation only between Mariel and Cabanas anchorage. 
AUTHORITIES: Located at Mariel as follows: 

Customs House and Immigration: Ave. 65. 126 Street and 128 Stree 

Captain of the Port: Playa “La Boca’ at the entrance of the port. 

Port Doctor: 128 Street. Ave. 67. and Litoral. 


AGENT: Consignataria, Mambisa, Agencia Mariel, Ave. 65 No. 124) 
entre 124 y 126, Apartado No. 5, Mariel. Tel: 92305, 92183 (offic. 
922326 (night). Telex: 05740. Cable: “Mambisa Mariel”. 

Mariel Agency also attends the ports of Bahia Honda, Cabanas ay 
Santa Lucia. 


(a) SUB-PORT OF CABANAS: (See Play 


Vessels assigned to Cabanas do not have to enter Mariel for clearang: 
but must pick up Pilot at Mariel port entrance. 

APPROACHES: Entrance channel has sandy bottom on Eastern sid: 
and rocky bottom on Western. It is about 70 m. wide. 

PILOTAGE: See “Mariel”. 

Distance from position where Pilots board vessels to Cabanas ; 
12 miles. 

ANCHORAGES: Excellent anchorage is available about 620 m. S.E ” 
Pt. Mangle, with draft well above port's operations draft. 

This is a very desirable anchorage as it offers protection ing 
weathers. 

There is another anchorage about 4.5 miles distant from Gloria Roo 
RESTRICTIONS: Vessels should enter and sail only during daylight 
MAX. SIZE: Max. draft permitted for entry and sailing is 19 ft., ay 
max. length 574 ft. Tidal variation 1 ft. 4 in. 

BERTHING: Present name: ECA “Pablo de la Torriente Brau’. Form 
name: “Almacenes de Cabanas”. Length 360 ft. (max. length permits: 
450 ft.), depth 20 ft. 

This dock is commonly known as “Orozo Dock", which is used 
shipments of raw sugar. There are railroad tracks of standard gauge 

If for any reason a tugboat is required, tugboat ‘Caharata’ is availabe 
if requested in advance. 

LOADING: Working periods: raw sugar: Monday to Friday 0700- 
1100 hrs., 1300 — 1700 hrs.; Saturday 0700 — 1100 hrs. 

845 =< are loaded per gang-period. 6 bags loaded per sling. 
FUEL/FRESH WATER/REPAIRS: Not available. 

MEDICAL: Crew members requiring medical care are attended 2 
Cabanas Polyclinic. In those cases requiring hospitalisation 0 
specialised medical treatment, they are sent to Havana. 
AGENT/AUTHORITIES: See “Mariel”. There is a Port Captain an 
Immigration at Cabanas. 


(b) SUB-PORT OF BAHIA HONDA: (See Plan 


Vessels assigned to load at Bahia Honda do not have to enter Maré 
for clearance, but must pick up Pilot at Mariel port entrance. 
APPROACHES: The entrance channel has sandy bottom on Easter 
side, and rocky bottom on Western and is approximately 150 m. wit 
up to Corojal Anchorage. 

PILOTAGE: See “Mariel”. Distance from position where Pilots boat 
vessels to Bahia Honda is 21 miles. 

ANCHORAGES: Draft 28 ft. Swing area 300 m. Max. length permite: 
623 ft. Anchorage used for completion of sugar loading by means ¢ 
Raitt that are brought from Havana. 

RESTRICTIONS: Entry and sailing only during daylight and necess3) 
to await favourable tide. 

MAX. SIZE: Length 450 ft. and max. ship draft for proceeding up * 
Corojal anchorage is 28 ft. Tidal variation 1 ft. 4 in. 

BERTHING: Dock: “Central Harlem” (formerly “Bahia Honda’): 

Length 260 ft., draft 19 ft. Dock is commonly known as Sugar Doo 
of Harlem Sugar Mill. It has railroad track of standard gauge. 
LOADING: Sugar working periods: Monday to Friday 0700 — 1100 hs 
1300 — 1700 hrs.; Saturday 0700 — 1100 hrs. 

845 bags of raw sugar are loaded per gang-period as minimum (m0" 
than the above stipulated amount is always loaded). Only one ves* 
can load at a time. 

BUNKERS/WATER/DUNNAGE/REPAIRS: No facilities. 
MEDICAL: Crew members requiring medical care are attended at Ba 
Honda Polyclinic. Those cases requiring hospitalisation or specialis® 
medical treatment are sent to Havana. 

AGENT/AUTHORITY: See “Mariel”. 


(c) SUB-PORT OF SANTA LUCIA: 22° 44’ N. 83° 59’ W. 


Vessels assigned to Santa Lucia do not have to enter Marel 
clearance, nor to pick up Pilot. : 
APPROACHES: Channel approximately 200 m. width, rocky bottom 
has two turns with dangerous narrows. Tidal variation averages 186 
PILOTAGE: Pilots board vessels at Pasa Honda, 2 miles off ™ 
phosphorescent buoy. No pilot station. Advice of ships’ arrival is 

to Custom House Delegation by cable. Distance from place where 
board vessels up to first anchorage is 4 miles. 


OADING: There are the following anchorages: y, 

‘st Anchorage: Has depth of 30 ft., but vessels are limited for sailing 

max. draft of 15 ft., and length 500 ft. 

ond Anchorage: Has depth of 20 ft., but vessels are limited for sailing 

max. draft of 18 ft. 

ad Anchorage: Open sea without draft limitation. 

working periods: Work is performed all day (during daylight) including 

saturday and Sunday. ‘ , 
average loading rate is about 900 tons daily, but rate might be 

ved in the following cases: 

+. Vessels with more than 3 hatches available. 

2. Vessels with booms (not of the crane type) since loading is 
performed by grabs which are to be rigged in order to perform quick 
loading. 

3. provided only one vessel performs operations (2 vessels may be 
joaded simultaneously but above rate cannot be complied with). 

Loading at this sub-port is by means of grabs rigged to vessel's boom. 

in cases where vessel has no booms, but cranes, the loading is carried 
out very slowly as buckets are used in such cases, and having to shovel 
mineral into buckets delays loading operations. 

There are 6 barges for loading mineral with a capacity of 150 tons 


ch. 
wu S: 2 tugs, Adis and Julita which can tow 2 barges each. 
FUEUFRESH WATER/REPAIRS: Not available. 
MEDICAL: Crew members requiring medical care are attended at Santa 
lucia Polyclinic. Those cases requiring hospitalisation or specialised 
medical treatment are sent to Pinar del Rio Hospital, distance 80 km. 
from Santa Lucia. 
AGENT/AUTHORITIES: See “Mariel”. 

Port Authorities use launches for clearing vessels. Agents use a car 
to travel from Mariel to Santa Lucia which takes 4 hours. 

There are Custom House and Port Captain Delegations at the sub- 
port of Santa Lucia. 
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MATANZAS: 23.03 N. 81.34 W. (See Plan) 


Matanzas Bay is open and most ample, being about 5 miles long and 
2.75 miles wide. 

Its waters are deep and only start losing depth at about 150 yds. from 
shore; for this reason it is most suitable to accommodate large vessels, 
regardless of length or draft. 

Occasionally the prevailing winds affect and interfere with docking 
and undocking manoeuvres. 

Within bay limits, 3 rivers flow: 

San Juan and Yumuri Rivers, which empty into the South-Western 
extreme of the bay, after crossing the city of Matanzas; and Canimar 
which drains into the S.E. of the bay. 

APPROACHES: There are three entrance channels: 
(i) North Channel: 50 ft. minimum depth with muddy bottom. 
(ii) South Channel: 80 ft. minimum depth with rocky bottom. 
(iii) Middle Channel: 22 ft. maximum draft. Because of the limited draft 
of this channel, it is seldom used. 
The most remarkable points of visual orientation while approaching 
Matanzas are: 
Point Maya Lighthouse, which rises 58 ft. above high tide, flashing 
white light visible up to 13 miles away, located on the East side of the 
port mouth. 
To the West the Pan de Matanzas mountain and to the East the 
mountain range known as Tetas de Camarioca, 7 miles inland, with 
three distinct summits. 
While entering the port at night-time, on the West side of the entrance, 
there is a huge brightly illuminated building of a tannery which can be 
used as a landmark to determine where to pick up Pilot, as the location 
$700 m. after sailing past the building. 
Tidal variation at this port averages 1 ft. 6 in. 
PILOTAGE: Pilots board vessels about 3 miles after passing the port 
entrance, in front of Electrical Plant and close to Empresa Consolidada 
del Petroleo Pier (Texas). Pilot station located at Reynold Garcia Pier 
(Terminal Maritima). Tel. number 2688. 
Pilots board tankers in position Lat. 23° 05.6’ N., Long. 81° 30.2’ W. 
ANCHORAGES: 
Indio Anchorage: depth 17 ft.; swing area 120 m. 
South Anchorage: depth 30 ft.; swing area 230 m. 
Del Medio Anchorage: depth 27 ft.; swing area 200 m. 
West Anchorage: depth 21 ft.; swing area 150 m. 
North Anchorage: depth 25 ft.; swing area 150 m. 
Casacajales Anchorage: depth over 30 ft. 
RESTRICTIONS: Vessels can enter or sail at night but Port Authorities 
H ld be advised in advance. 
SERTHING: At Matanzas Port there are 5 separate berthing installations 

which Jesus Menendez Pier, formerly known as Texas Pier, has been 
Out of use for some time. 

All port installations are located on the N.W. shore of the bay. 

se Luis Dubrocq Pier was enlarged and rebuilt in 1970 and all piers 

and the bay have been recently dredged, these works having been 
“empleted at the beginning of 1973. 
reg Menendez Pier (formerly Texas Pier): Length 794 ft., draft 28 ft. 

Sed to discharge fuel oil. 
aml no operations are performed at this pier due to the bad 

dition of its solid dolphins. Pier itself is in good condition and may 
Used as soon as solid dolphins are replaced. 


CUBA 


Frank Pais Pier (formerly Armour Pier): \t is a solid construction of 

concrete and stones. 

Although it has two sides, only the West side is used, the East side 
being out of use. Length 350 ft., draft 22 ft. 

Cargo handled by this pier: Only coastal trade discharge of: Fuel oil, 
diesel oil, 7 kerosene and occasionally cement or general cargo. 
Reynold Garcia Pier (formerly Terminal Maritima Pier): The pier is of 
solid concrete construction at the entrance of which the pilot station and 
the stevedores’ office are located. 

North Side: Length 450 ft., draft 32 ft. Cargo handled by this side: 
Exportation: Bagged refined sugar, dextrana, rayon, liqueurs, etc. 
Import: Occasionally dry cargo (general cargo), liquid ammonia. 

South Side: At this side of pier are the mechanical installations of the 
bulk raw sugar shipping plant. Length 529 ft., draft 32 ft. 

Cargo handled by this side: Exportation: Bulk raw sugar, occasionally 
bagged refined sugar, dextrana, rayon, liqueurs, etc. Importation: Can 
be used if no sugar is scheduled to be shipped. 

Morales Bayona Pier (formerly Cubadist Pier): \t is a steel and concrete 

construction, consisting of a long narrow passage along which run the 

molasses and water pipelines, and a catwalk. 

At this installation tankers berth to 2 solid dolphins and 2 moori 
buoys fore and aft. Max. length permitted to vessels 615 ft., draft 32 ft. 
Cargo handled by this pier: Exportation of molasses and alcohol. 

Jose Luis Dubrocgq Pier (formerly Fomento Maritimo Pier): 

Section No. 1: Recently enlarged and rebuilt; at this time 2 heavy 
overhead cranes are being installed for discharging of bulk fertilisers. 
This installation is a coastal pier. Length 600 ft., draft 32 ft. 

Cargo handled by this Section: Import: General cargo, bulk fertilisers, 
bagged cargoes, lumber, etc. Export: General cargo. 

ion No. 2: Length 532 ft., draft 27 ft. 

Cargo handled by this Section: Similar to Section No. 1. 

Trucking operations are usual at this pier. 

STEVEDORES: Monday to Friday: 0700 — 1100 hrs., 1300 — 1700 hrs. 

Saturday: 0700 — 1100 hrs. Sundays: No work performed unless in 

special cases. 

Raw sugar: 855 raw-sugar bags loaded per gang-period. 5 bags 
loaded per sling. 

Refined sugar: 2,004 refined-sugar bags (50 kg. type) are loaded per 
gang-period (797 of 100 kg. type). 

12 bags of 50 kg. type per sling; 6 bags of 100 kg. type. 

General cargo: average rate of discharge of other kinds of cargo varies 
depending on the type. 

Average rate of fertiliser discharge about 11 tons per gang-hour. 

Crane: one steam crane with a boom of 60 ft. which can lift about 
40 tons. Crane is mounted on railroad tracks and is used only at Jose 
Luis Dubrocq Pier. 

Bulk sugar: The installation of bulk sugar throwers operated by 
Empresa Consolidada del Azucar, at Reynold Garcia Pier, is by system 
of conveyor and distribution crane which runs from Parabolicos 
warehouses up to the end of the pier. A special structure protects the 
conveyor. 

The crane runs on special rail throughout the pier (fore and aft) 
stopping at each vessel's hold. In cases where the vessel has projecting 
superstructure, she has to be separated from the pier. 

Average loading rate is about 350 t.p.h., depending on the type of 
yaar n vessels without tweendecks, an average of 43 t.p.h. has been 
attained. 

Weights of shipment estimated on draft and information provided by 
Master. Notations are entered in Bill of Lading declaring quantity as 
subject to amount discharged at destination, which is supervised by 
Cuban Producers’ Representative. 

MEDICAL: Following hospitals where sick crew members can receive 

attention: Civil Hospital, Army Hospital, Clinica Moderna, Clinica Villar, 

Clinica Matanzas. 

TANKERS: Discharge of fuel oil: 1 connection 6 in. diameter. 
Discharge of gasoline/kerosene/diesel oil: 1 connection 6 in. diameter. 
Alcohol: Pipe-lines 10 in. diameter, 2 connections 8 in. diameter. 
Molasses: Pipe-lines 12 in. diameter, 4 connections 8 in. in diameter. 
Also see “Shipmaster's Report” dated April 1993. 

FRESH WATER: Water available by pipeline only while docked to the 

underlisted piers: 

Reynold Garcia: Delivery rate: From 7 to 10 t.p.h. 

Morales Bayona: Delivery rate: From 10 to 12 t.p.h. 

Jose Luis Dubrocq: Delivery rate: From 5 to 7 t.p.h. 

FUEL: No bunkers available. 

REPAIRS: Can be performed by Cearra y Trabazo. 

COMMUNICATIONS: Long-distance _ telephone, Corporacion 

Inalambrica Cubana, Press wireless, Government telegraph, postal 

communication, railroad and buses. 

Vessels can communicate through CLA via Cardenas and/or Havana. 
DEVELOPMENTS: Specialised fertiliser unloading equipment to be 
introduced at the port. 


SHIPMASTER’S REPORT: April 1993. 

Vessel loaded 25,000 tonnes of jet fuel at Punta Cardon for discharge 
at Matanzas and Havana. 

Although frequent attempts were made to get in contact with the 
Agents, Mambisa, no acknowledgement of communications was 
obtained at any time during the passage. 

| was given to understand that Cuba is not a signatory to Inmarsat, 
and for that reason | was unable to communicate with telex or telephone 
via the Satcom. Finally we were able to get in contact with another 
company vessel who called at Cuban ports earlier, and the information 
obtained was rather alarming, especially with respect to rummaging and 
personal effects. We prepared the entry documents as stipulated in the 
“Guide” and were prepared for the worst. Only at 1.5 hours prior to 
arrival was the first contact obtained with Matanzas Port Control, who 
did not communicate more than one sentence “Berthing on arrival”. 

The pilot station for Matanzas is not as charted, but about 3 miles 
more North in accordance with the ALRS. 
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The 2 pilots boarded in the indicated position, and vessel approached 
the old but still fully operational T-head jetty “Muelle Juan Bayona” very 
cautiously. 

Assistance of 2x3,600h.p. tugs with 80tons bollard pull was 
obtained. Ship's lines were used to secure tugs, as they have no other 
equipment than mooring lines for their own use. The pilots apologised 
for this situation. Finally the vessel was secured with 3 head lines, 
2 springs forward and 3 stern lines, 2 springs aft. There is no facility for 
breast lines. Head and stern lines run at about 45° to two large dolphins 
for about 100 m. 

During mooring, the first two officals boarded the vessel (the Port 
Health Official and the Port Control Officer). They inspected the vessel 
thoroughly and checked Log Books and Oil Record Books. All were 
found in order and Free Pratique was given. Only when vessel 
completed berthing could gangway be lowered and the remainder of the 
Officials (Medical Officer, Veterinary Inspector, Customs, Immigration 
officials, etc.), Agent and Cargo Receivers Representative were allowed 
to board. The formalities were conducted in an utterly friendly 
atmosphere and took about 1.5 hours. A full crew muster was held but 
only to compare faces with the Passport pictures. All cargo overboard 
valves and sea suctions are sealed and a document of this is presented. 
On every inspection a document is made out and presented for signature 
and ship’s stamp. 

The total amount of gratuities is minor compared to some other ports. 
We were also advised that the extensive Personal Effects List was not 
necessary at all, and a simple list stating only the luxury goods like 
watches, radios, cigarettes, spirits, etc., required entry on the form. 
Customs officers enquired a number of times whether we would like to 
withdraw some extras from the bond for our own use prior to sealing. 
Subsequent withdrawals are easily arranged at their frequent visits 
without any problems. 

Veterinary inspection is strict, and only meats from the U.S.A., 
Australia and New Zealand may be used during the stay in port. The 
meat room is then sealed. We were at an advantage to have a large 
domestic freezer in the lobby of the domestic fridges, so we could store 
the withdrawn food there. Finally the vessel was cleared and other 
interests were allowed to board and conduct their business. 

After about 2 hours another party of Customs officers boarded the 
vessel and requested to be shown around the crew's quarters. Only 
cabins of crew that were on board and not sleeping or working required 
inspection. 

Agents were found to be extremely polite and heipful in every respect. 
Foreign currency may be freely spent, and no restrictions on shore leave 
are imposed. Public transport however is virtually non-existent, and the 
“Tourist taxi” is not readily available in this area. Walking is the only 
alternative. 

Because of the poor communication facilities in Cuba, a number of 
telephone calls were made on the ship's Satcom by the Cargo Receivers 
and SWS Representative to facilitate matters and generally expedite 
procedures. 

Documents required: 
3 Personal Effects Lists (only luxury goods). 

12 Crew Lists. 

3 Foreign Currency Lists. 

3 Provisions Lists. 

2 Narcotics Lists. 

1 Maritime Declaration of Health. 

1 Vaccination List (only if available). 
Cargo Documentation. 

All documents are made out on plain paper, and except Crew Lists, 
are not studied but merely collected. Paper in Cuba is still a very scarce 
commodity, and the amount of copies made on ship's copying machines 
is enormous. 

Discharge was commenced through 1 8 in. hose after lab tests had 
been completed. Average discharge rate achieved was 600 cu.m./hr. 

Although the jetty is fitted with an old sprinkler system along the 
pipelines, | am not sure whether this is operational. Certainly there is 
no possibility to connect the shore fire main to the ship's main in case 
of emergency. 

We found that the people visiting the ship were all very pleased with 
minor attentions like a soft drink and some sandwiches, although 
complete meals were also greatly appreciated. 

After completion of cargo operations, the exit procedures again took 
about 2 hours to complete. All Passports are now inspected against 
Crew List, and Exit Passes issued and put into Passports. 

‘ one departure, all stores may be opened even if the next port is in 
uba. 


AUTHORITIES: Located as follows: 


Port Doctor: Milanes St. No. 2. Tel. 2672 (home tel. 2338). 
Immigration: Santa Teresa St. No. 19. Tel. 2695. 
Port Captain: Muelle del Real. Tel. 2469. 


Versalles St. e/Navia and Riech St. Tel. 2269 
(home tel. 2339). (Chief of Custom House 
watching services.) 


AGENT: Empresa Consignataria Mambisa, Agencia Matanzas, Milanes 
No. 28002, Apartado No. 245, Matanzas. Telephone: 2519 and 3079 
(office), 3081 (night). Telex: 52132. Cable: Mambisa Matanzas. 

Ocean going vessels navigating to Cuba can communicate with the 
Matanzas Agency by radiotelegraphy, contacting “CLA” Havana Station, 
which relays the messages immediately to Matanzas. 

The Matanzas Agency is connected to the National Telex System and 
its number is 05232. This is the quickest method of communication with 
Matanzas Agency. 

Masters must send their ETA messages simultaneously to Mambisa 
Matanzas and Mambisa Havana. 

Matanzas Agency VHF works on Channel 16 during office hours. 


Custom House: 
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MOA: 20.41 N. 74.52 W. (See 
(And Sub-Ports of Baracoa and Punta Gorda) 


LOCATION: The port of Moa is situated in the rear part of Y 
Bay, where in an artificial inner harbour lies the pier of Moa, a at thy 
entrance of the inner harbour a small coastal trade pier. 

Both the port of Moa and the sub-port of Punta Gorda mainly hands 
ie imports and exports of the huge mining enterprise, Major Pedro Sy. 

Iba. 

PILOTAGE: Pilots board vessels at Moa Port mouth which is distay 
about 2 miles from entrance. Pilot station located at Punta Gorda 
distance of about 5 miles from port entrance. Distance from point whem 
Pilot boards vessel to Darsena de Moa (pier) is about 4 miles; to My 
Anchorage about 2 miles. 

ENTRANCE TO PORT/CONDITIONS/LIMITATIONS: Entrance chann: 
to Moa is almost straight having two very slight turns, minimum depp 
on its course is 40 ft. and length and draft limitations to enter to or sy 
from this port are those imposed by Moa pier and inner harbour: 

Draft: Vessels drawing 28 ft. 6 in. can enter/sail at any tide, thoy 
drawing more than 28 ft. 6 in. up to 30 ft. only at high tide. 

Length: 500 ft. 

Channel bottom from its head up to the pier is as follows: From th 
head to Grande or Del Medio Shoal, coral and rocks; then up » 
bie atepe Bay, coral and mud; and on its final stretch to the pier, hay 
red mud. 

Length of channel: 1,560 m.; minimum width 200 m. and maximuy 
720 m. 

For both, Moa and Punta Gorda, entrance to or sailing from, can on) 
be performed during daylight. 

As tidal currents average only 1.25 knots, and since the inner harboy 
is almost devoid of currents, it is not necessary to wait for slack wate 
for entering, sailing or crossing the channels. 

Approaching the port of Moa, at both sides of port entrance, strings 
of breakwaters can be seen. 

Behind the Western side breakwater, Moa Grande Cay is conspicuow 
and a lighthouse rises at about the middle of its North coast. 
ANCHORAGES: Moa: Anchorage No. 1: Located Northward of Fabric: 
River and S.E. of Pt. Pajaros: Lat. 20° 40’ 38” N., Long. 74° 53’ 10'W 

Minimum depth: 38 ft. Swinging area: 250 m. 

Anchorage No. 2: Located Northward of Fabrica River and South of the 
Eastern extreme of Moa Grande Cay: Lat. 20° 40’ 35”N., Long 
74° 53' 28” W. 

Minimum depth: 37 ft. Swinging area: 250 m. 

Anchorage No. 3: Located N.W. of Del Medio Shoal: Lat. 20° 40’ 32’ N 
Long. 74° 54’ 04” W. 

Minimum depth: 68 ft. Swinging area: 300 m. 
Anchorage No. 4: Located Northward of Del 
Lat. 20° 40’ 43” N., Long. 74° 52’ 30” W. 

Minimum depth: 41 ft. Swinging area: 250 m. 

Although above forty am are listed under the port of Moa, they 
can be used if necessary, for shipping or unloading cargoes destine: 
to Punta Gorda. 

TIDAL VARIATION: Tidal variation at these ports averages 30 in. 
RADIO: There is a Government Radio Station at Moa. 

Vessels navigating to Cuba can communicate with Mambisa Mo 
through “CLA” Havana Radio Station and the message will be relaye 
to Moa by telegraph or telex. 

Masters must send their ETA messages to Moa or Punta Gord 
simultaneously to Mambisa Moa and Mambisa Habana. 

TUGS: Tug used at Moa for docking. Tug operated by Mining 
Enterprises. 

BERTHING: (a) Moa Pier (Also known as Moa Darsena): It is a solé 
concrete construction in an artificial inner harbour. Berthing length 
308 ft. Max. length permitted to vessels: 500 ft. Draft: Vessels drawing 
28 ft. 6 in. can enter/sail at any tide, those drawing more than 28 ft. 60 
up to 30 ft. only at high tide. 

Due to pier dimensions, only 4 hatches can be worked at a time, b’ 
despite above limitations, occasionally larger vessels have bee 
operated. 

Cargo handled by this pier: importation: Bulk sulphur, empty of 
containers, occasionally Sinan cargo. 

Exportation: Nickel and cobalt concentrate in containers and drums 

Coastal trade: Discharge of fuel oil, diesel oil, kerosene, gasoline 
sulphuric acid. 

Tanker Information: Mining Enterprise: Gasoline/kerosene: of 
connection 6 in. diameter. Fuel oil: 4 connections 8 in. diameter. 

ICP: Gasoline/kerosene/diesel oil: one connection 6 in. diameter. 
(b) Coastal Trade Pier: \t is a small coastal pier for small vessels, locale’ 
at the entrance of the inner harbour. Constructed of piles and filled w" 
earth. 

Cargo handled by this pier: Coastal trade, general cargo. 

No cargo operations in the bay. 

STEVEDORES: Working Hours: Monday to Friday 0700 — 1100h's 
1300 — 1700 hrs. Saturdays 0700 — 1100 hrs. 

EQUIPMENT: 1 shore crane 30 tons with 3 ton grab; 4 contact grabs 
2 trucks 30 tons capacity each; 1 pay loader; 2 fork lift trucks; 1 station@? 
crane; 1 steel barge 500 tons capacity; 1 tugboat (2 diesel engin® 
180 h.p. each). 

Loading/discharging operations: Raw material for the nickel plant ® 
imported as well as fuel oil. Nickel concentrate is exported. 

Loading/discharging rate — Nickel (in containers): loaded at a rate? 
approximately 30 tons per hour-gang. 

MEDICAL: Industrial Hospital where crew members can be hospitalis® 
General Hospital at Baracoa. 

FRESH WATER: Delivery at rate of about 10 t.p.h. 

FUEL: Not available. 

REPAIRS: There are machine shops at nickel plant where ST 
emergency repairs can be performed. 


Plan 


Medio Shod 


sHIPMASTER'S REPORT: September 1990. 


nts: 
remples Crew List. = 
3 copies Stores List (including narcotics, ship's cash, bonded stores 
and ship's stores). 
3 copies Crew Declaration (including jewellery, cameras, electronic 
equipment, video and radio cassettes, cash and sun glasses). 
1 copy Health Declaration. 
pyotage: Pilot boards 0.75 miles off Buoy No. 1. 
itis difficult to make contact with the Pilot Station at night. 
ches: On entering, keep Buoy No. 1 close on the port side and 
each on a heading of 211°. 
pestrictions: Daylight navigation only. 
oficials: Vessel goes to anchorage and is visited firstly by the doctor, 
ater which all other officials board. The ship and crew cabins are 
rched. 
eat is sealed in freezers, if produce is from Argentina, Brazil or 
Unuguay. Fish and chicken is not sealed. 
General: According to the Pilot, a tug is compulsory but it is a waste of 
money. On some occasions, vessel will need a tug, especially if turning 
when empty. If possible, refuse a tug when not needed, because the 
cost is high (500 h.p. tug — U.S.$ 259.00, 501 h.p. — 1,000 h.p. tug — 
$$ 447.00 and 1,000 h.p. — 1,500 h.p. tug — U.S.$ 755.00). There 
was only one tug of over 500 h.p., and we had to pay U.S. 447.00 for 
apout 10 — 15 minutes service. The Agents will bill every single move, 
and great care should be taken before signing the bills, which the Master 
nas to sign before sailing. Ship and cabins will be searched before 
departure in case of possible stowaways. 

Before entering port, vessel should check that it has sufficient dunnage 
and lashing materials, as it is in short supply, expensive and takes a 
ong time to arrive. Dunnage costs U.S.$ 116.00 per cu.m. Wire clamps 
and steel wire are difficult to obtain, and vessel may only receive half 
the amount requested. 


AUTHORITY: Port Doctor, Customs and Port Captain Delegations at 
this sub-port. Immigration Delegate is the same one who attends vessels 
at Baracoa and other sub-ports. Vessels can proceed directly to Moa 
where they are cleared by Port Authorities. Means of transportation from 
Baracoa to Moa or other sub-ports are: air, launch and overland (jeep). 
Customs House inspectors travel from Moa to Baracoa. 

Baracoa to Moa about 32 miles distant. Following services used: by 
plane, 20 minutes; by launch, 6 hours; by jeep, 5 hours. Daily flights 
and regular bus services. 


AGENT: Empresa Consignataria Mambisa, Agencia Moa, Reparto 
‘Rolo Monterrey” No. 163, Moa, Prov. de Oriente. Telephone: 7527 
(day) 7105 (night). Telex: 021123. Cable: Mambisas Moa. 


(a) SUB-PORT of BARACOA: 20.21 N. 74.30 W. (See Plan) 
LOCATION: This port is located on the North coast of the extreme 
Eastern portion of Cuba in Oriente Province: 

Lat: 20° 21’ N., Long: 74° 30’ W. 

Its bay is fan shaped and is almost in its entirety sand and mud bottom, 
27m. in width at its entrance, and opens out to 1,051 m. in a N.W. 
and S.W. direction, and 732 m. in breadth. 

Its shores are bordered by sand banks. 

“Buren”, an isolated rock visible only at low tide, lies about 30 yds. 
North-Westward of Pt. Barlovento; the sea always breaks on it; it is 
steep-to and constitutes the only danger. 

S.W. of the town is Miel Bay where excellent anchorage is available. 
PILOTAGE: Pilots board vessels 2 miles off Moa. Pilot station located 
Moa port. Distance from point where Pilots board vessels to operation 
place (anchorage) is about 2 miles. 

RESTRICTIONS: Vessels can enter port only during daylight. 

MAX. SIZE: Entrance channel straight — without turns. Vessels up to 
100 m. length and 6.10 m. draft can enter through Channel. 2 ft. to 3 ft. 
fise of tide. 

TUGS: One tug available. 

RADIO: Vessels navigating to Baracoa can communicate with the Port 
Agency through “CLA” Havana Radio Station which relays the 
Messages promptly to Moa. 

Masters must send their ETA messages simultaneously to Moa 

ency and Mambisa Havana. 

STEV EDORES: No pier at this port. Vessels anchor in bay for 
‘erations. Several barges, capacity 100 tons. 

Only one vessel can be handled at a time. 

, Working periods: Monday to Friday 0700 — 1100hrs., 1300 — 

700 hrs.; Saturday 0700 — 1100 hrs. 

Labour legislation presently in force provides that the number of hours 
‘0 be worked is 8 hours daily, from Monday to Friday, and 4 hours on 
Saturday, for a total of 44 hours weekly. 
wescharge rate: about 80 tons daily per gang. 

FU DICAL: There is a general hospital for sick crew. 
TREVERESH WATER/REPAIRS: Not available. 
ANSPORTATION: Transportation to and from Baracoa is difficult. 
ere is daily air service and also bus service to Moa, but best 
AUTOS means of travel is by car. 
a ORITY: Port Authorities located at Baracoa. They have Delegation 
Sub-port of Moa. 


AGENT: See “Moa”. 
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CUBA 


(b) SUB-PORT OF PUNTA GORDA: 20.38.30 N. 74.51.15 W. 

(See Plan) 
LOCATION: Punta Gorda is located at about 3.5 miles East of Moa and 
consists of an anchorage where loading is effected by means of barges. 
APPROACHES: Entrance channel to Punta Gorda is the same as for 
Moa, and once the first stretch of it up to Del Medio Shoal is sailed past, 
it turns to the East, following a winding course, having four turns. The 
turns themselves are difficult but what makes them really dangerous is 
the lack of proper buoying and navigational signals. 

Maximum width of channel is 300 m. and minimum 200 m. Maximum 
length and draft to enter to or sail from Punta Gorda are as follows: 
Length: 442 ft.; Draft: 28 ft. 

PILOTAGE: Pilots board vessels at Moa port mouth. Pilot station located 
at Punta Gorda at a distance of about 5 miles from port mouth. 

Distance from point where Pilot boards vessels to the anchorage 
(loading place) is about 4.5 miles. 

ANCHORAGES: Located North of Punta Gorda and East of 
Pt. pl 

RESTRICTIONS: Vessels can enter only during daylight. 

TUGS: One tug which tows 1 or 2 barges as necessary. Work performed 
day and night. 

LOADING: Punta Gorda Anchorage: Located North of Punta Gorda and 
East of Pt. Yagrumage: Lat. 20° 38’ 55” N., Long. 74° 51’ 13” W. 

Minimum depth: 31 ft. Max. draft allowed to vessels: 28 ft. Max. length 
allowed to vessels: 442 ft. Swinging area: 300 m. 
hontai operating at Punta Gorda load their cargo by means of 

rges. 

Only cargo handled at this anchorage is loading of bulk refractory 
chromium. 

RADIO: Through Simon — Baracoa by Inalambrica (cable). 
STEVEDORES: Chrome, at average loading rate of 1,000 tons (approx.) 
per day of 24 hours. Loading operations carried out at anchorage. There 
are 2 wooden barges 130 tons capacity each; 1 tugboat; 2 trucks 10 tons 
capacity each; 1 pay loader; 1 shore crane. 

MEDICAL: No hospital at Punta Gorda. Crew members can be attended 
to at Moa or Baracoa Hospital. 

FUEL/REPAIRS: Not available. 

FRESH WATER: No water available at anchorage but can be supplied 
at Moa Pier (Darsena). 

AUTHORITY: Customs Delegation at this sub-port. Vessels can proceed 
directly to Punta Gorda. Port Authorities from Baracoa travel to Punta 
Gorda for clearance. Moa Port Doctor clears vessels at Punta Gorda. 
From Baracoa to Punta Gorda, following ways of transportation used: 
air, launch and overland, which takes 20 minutes, 5 hours and 4.5 hours 
respectively. No regular transportation. 


AGENT: See “Moa”. 


NUEVA GERONA (Isla de Pinos): 21.58 N. 82.56 W. 
(See Plan) 


Isla de Pinos is the largest island of Los Canarreos Archipelago, 
located on the South coast of Cuba, just in front of Batabano Gulf and 
the boundary between Pinar del Rio and Havana provinces. 

Isla de Pinos is 54 km. long from North to South and 58 km. from East 
to West. (2,200 sq. km.). The North coast is 229 km. long and the South 
coast 98 km. 

Nueva Gerona Anchorage lies in front of the mouth of Las Casas 


River. 
APPROACHES: Entrance channel or passage from the Gulf to the bank 
is about 2 miles wide. Bottom throughout the 34 miles is mud (from 
entrance to anchorage in front of Las Casa River). No dangerous turns 
or narrows. 
PILOTAGE: Pilots board vessels at Punta Frances. Distance from place 
where Pilots board vessels to loading berth is about 34 miles. No pilot 
station. Chief Pilot is located at No. 3 St. Mo. 612 e/ 6 and 8 Streets, 
Nueva Gerona, Isla de Pinos. 
ANCHORAGES: Gerona Anchorage: Located just in front and close to 
the mouth of Las Casas river. Draft 19 ft. No limitations regarding length. 
Swing area is 600 ft. x 

Loading of fruits at anchorage is performed only when shipment is 
effected in vessels whose draft does not permit them to enter through 
the river. 

Auxiliary equipment for exportation of fruits: 2 barges, 1 tugboat. 

Working periods: Monday to Friday 0700—1100 hrs., 1300—1700 hrs.; 
Saturday 0700-1100 hrs. 

Whenever sufficient cargo is supplied by the packing plant, the loading 
tates should be about 120 tons per gang in 8 hours. 
RESTRICTIONS: Entry and sailing only during daylight. 
MAX. SIZE: Max. draft up to which vessels can load out of the river is 
19 ft. Tidal variation 1 ft. 
BERTHING: Nueva Gerona Pier: Located about 2 miles up river. Length 
200 ft. Max. length allowed to vessels, 90 m. (295 ft.). Draft 14 ft. 6 in. 
FRESH WATER: Available only at berth. 
FUEL/REPAIRS: Not available. 
MEDICAL: General hospital “Heroes de Baire’, where sick crew 
members can receive attention. 
COMMUNICATIONS: There are telephone, telegraph and cable 
(Inalambrica) communications, also air postal service. 
AUTHORITIES: Port Authorities are located at Nueva Gerona. 

It is strongly recommended that when vessels are assigned to this 
port, all measures be taken for perfect co-ordination between Agents, 
Pilots and Port Authorities, and Masters should give ETAs in advance. 


SUB-AGENT: Empresas Nacional de Cabotaje, Calle 31 y 22 (Terminal 
Maritime), Nueva Gerona, Isla de Pinos. Tel.: 2467, 3300. 
Telex: 054118. Cable: Mambisa — Nueva Gerona. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englap, 


NUEVITAS: 21.33 N. 77.16 W. (including sub-ports of 
Pastelillo, Puerto Tarafa, and Bufadero): (See Plan) 


The port lies on a peninsula orientated from West to East, and all port 
installations are located on the North of said peninsula: Tarafa on the 
Western extreme, Bufadero and Cement Pier at about 0.5 miles East 
of Tarafa, and Pastelillo at the Eastern extreme. 

The city of Nuevitas is located about 4.5 km. to the S.W. of Tarafa. 

The city spreads widely from the shores of Guincho Bay. 

Neuvitas Bay has an extension of 57 square miles, but despite its 
extension, owing to its geographical configuration, is fairly well sheltered 
and can accommodate vessels of large peer Bottom of the bay is 
mostly hard mud, but there are areas of sand and others where it is 
sandy/muddy. 


(a) SUB-PORT OF PASTELILLO: (See Plan) 
APPROACHES: Entrance to or sailing from this port is only effected at 
slack water in order to avoid tidal currents. 

Usually entrance or sailing from port is performed during daylight 
hours but incoming vessels, which have advised their ETA well in 
advance and draw 30 ft. or less can enter during night-time at slack 
water, if all the navigational signals and marks are in good order. If any 
lighted buoy is out of service, night entrance or sailing are not performed. 

Channel bottom is rocky/sandy along most of its entire course but if 
crossing the channel with official draft allowed to vessels, there are no 
difficulties regarding draft as there is ample depth. 

Limitations as to draft and length to enter to or sail from Nuevitas are 
as follows: Draft 33 ft., length 650 ft. 

Limitations as to draft for crossing the bay interior channels are: 


Entrance channel up to Botijuela Anchorage: 35 ft. 
La Estrella Channel up to Pastelillo: 33 ft. 
Channel between Pastelillo and Tarafa: 26 ft. 6 in. 


PILOTAGE: Pilots board vessels at Punta Practicos, 1 mile from Buoy 
No. 1. 
The following are the distances from the place where Pilot boards the 


vessel up to: Pastelillo: 8 miles; Bufadero: 10 miles; Tarafa: 10.75 miles. 


Pilot Station is located at Nuevitas and usual means of 
communications with it are telephone or car. 
ANCHORAGES: La Poza Anchorage: Located near Pt. Practicos. 
Geographical position: Lat. 21°36’ 46"N., Long. 77°05’ 11" W. 
Limitations: Draft 38 ft., length none. Swinging area: Unlimited. Can 
accommodate one vessel. Distance from shore: 400 m. 
Botijuela Anchorage: Located S.E. of Ballenato Grande Cay. 
Geographical position: Lat. 21°31'34"N., Long. 77° 10’ 39" W. 
Limitations: Draft 35 ft., length 650 ft. Swinging area: 400m. Can 
accommodate 15 average type vessels. Distance from shore: 2 miles. 
Pastelillo Anchorage: Located East of Pastelillo. Geographical Position: 
Lat. 21° 32' 34” N., Long. 77° 12’ 38” W. Limitations: Draft 20 ft., length 
500 ft. Swinging area: 200 m. Can accommodate 2 vessels. Distance 
from shore: 0.25 miles. 
Guincho Anchorage: Located East of Pt. Guincho. Geographical 
Position: Lat. 21°31’ 57” N., Long. 77° 14’ 00” W. Limitations: Draft 
16 ft., length 250 ft. Swinging area: 100 m. Can accommodate 1 small 
vessel. Distance from shore: 1.25 miles. 
Tarafa Anchorage: Located to the N.W. of “D” Pier. Geographical 
position: Lat. 21° 34’ 30” N. Long. 77° 14’ 45” W. Limitations: Draft 22 ft., 
length 525 ft. Can accommodate 1 vessel. Distance from shore: 400 m. 
MAX. SIZE: Up to 575 ft. length — 33 ft. draft. Up to 610 ft. length — 31 ft. 
draft. Tidal variation 1 ft. 6 in. 
BERTHING: Pastelillo Pier: North Side: Length 458 ft., width 55 ft., 
max. draft 33 ft. 

Depths alongside from shore end to pier head: 31 — 35 — 37 — 37 — 
37 — 36 — 37 ft. 

Cargo handled by this side: General cargo, equipment, machinery, 
bagged raw and refined sugar, molasses, etc. 
South Side: Length 458 ft., width 55 ft., max. draft 33 ft. 
sien alongside from shore end to pier head: 24 — 33 — 34 — 33 — 


It is well cared for and recently underwent complete repairs, being the 
topping-off berth for sugar and molasses loading of the port, as well as 
the deep draft berth for vessels with import cargoes. 

Petroleum products (fuel oil, diesel oil, gasoline and kerosene) for the 
use of the whole Camaguey Province, are discharged at this pier. 

The pier has railroad sidings connecting with the main tracks but is 
not suitable for trucking operations. 

STEVEDORES: Working periods: Monday to Friday, 0700-1300 hrs., 
1300-1900 hrs.; Saturday, 0700-1300 hrs., 1300-1900 hrs.; Sunday, 
no work is performed. 

Raw Sugar: loading rate: max. 1,800 bags per gang in 6 hours. 
Minimum fixed rate 975 bags in 4 hours or equivalent in 6 hours. 6 bags 
loaded per sling. 

Loading Capacity: 2 sugar vessels can perform sugar loading 
operations simultaneously. 

Refined Sugar: this type of shipment is not regularly performed. 

Loading rate: 3,300 bags of 100 Ib. each are loaded per gang in a 
6 hour period. 

General Cargo: discharging rate is about 11 to 12 t.p.h. 
EQUIPMENT: The port owns and operates the following equipment: 
6 fork lift trucks; 7 tractors; 3 trailers; 6 tow motors; 5 shore cranes (from 
5 to 20 tons lifting capacity); 2x300 ton capacity cargo barges; 
1 (1,200 h.p.) tugboat. 

MEDICAL: There is a municipal hospital where sick crew members can 
receive attention. 

TANKERS: Molasses pumping rate about 85,000 g.p.h. 

FUEL: Currently the only bunkers available at Nuevitas are Regular 
Fuel Oil, which is the type of fuel oil stored at shore tanks. 

Deliveries are effected only at Pastelillo Pier by pipe-line gravity from 
the deposit tanks and due to the method used, are slow. 

Bunkers must be requested well in advance. 
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FRESH WATER: Can be supplied at No. 4 pier. Delivered by meang, 
railroad tank cars, each with capacity of approximately 34 tons. Deliv, 
rate about 20 t.p.h. 

REPAIRS: Repair Shop “Boga” incorporated in the Industry Ministry 
COMMUNICATIONS: Vessels navigating to Cuba can communica, 
with Mambisa Nuevitas Agency through “CLA” Havana Radio Stati 
which relays the message promptly to Nuevitas. 

When navigating in Cuban Waters nearing Nuevitas, vessels cy 
communicate directly with “CLK” Coastal Radio Network Nuevitas 
radiotelegraphy at 500 kHz, general call, 446 kHz, for Working 
Radiotelephony frequency 2760 or 2182 kHz. 

This Coastal Network Station rapidly relays any message to Mambig: 
Nuevitas Agency. 

Masters must send their ETA messages simultaneously on \VH 
Channel 16 to Mambisa Nuevitas and Mambisa Havana. 


SHIPMASTER’S REPORT: August 1985. 
See “Sub-port of Tarafa”. 


SHIPMASTER’S REPORT: March 1989. 

Charts: BA. Chart No. 3197, Bahia Nuevitas. BA. Chart No. 3865, Cub: 
— Eastern Sheet. 

Sailing Directions: NP. 70, West Indies Pilot, Volume 1. 

Officials: This was second port in Cuba, so no difficulties were expect 
however after the Agent and Veterinary Inspector had boarded an 
sealed the meat room a squad of 14 customs officials arrived ay 
searched the accommodation and store rooms. Bond had been seal 
in Havana but was opened just in case and then resealed. 

If the officials asked to see something on the Crew Effects Declaratic, 
they seemed satisfied if told that it had been put in the “transit room’ 
so that it would appear that the safest course is to pack everything excey 
the essentials into a suitcase and place it in the transit room. 

When alongside, Customs officials carry out an inspection and requir 
a signature on their check sheet every day. 

As noted in “Guide to Port Entry”, the meat room is sealed, but they 
seem to be fairly pragmatic about this and allow reasonable stocks 
be removed each day. 

Approaches: From the West, Pta. Maternillos Lt. is easily visible an 
there are no difficulties. Pilot was contacted at about 35 miles on VHF 
Channel 16 and gave clear instructions. Passage through the narrow 
winding channel into the bay has to be done at slack HW, although ther 
was still some flood running as we entered. Larger heavier ships are 
taken through in daylight and have a tug escort (this vessel 171 m. LOA 
with 27 ft. draft.) 

Pilot: The Pilot boards from a launch (black hull, white superstructure) 
1 mile North of Buoy No. 1. 

Anchorage: In a quiet area S.S.W. of Cayo Ballenato Grande, insi 
the bay, holding ground is good. 

Tugs: There are 4 tugs available and the port regulations require 2 tugs 
for berthing. One seems to be on permanent water barge duties, onen 
dry dock in Havana, one was away on salvage duty and the remaining 
tug assisted with berthing and was well handled. 

The tugs are registered in Malta and are on long term charter. 

The regulations also require large deep draft vessels to be escorted 
in and out of the entrance. This can interfere with berthing schedules. 
Berth: The oil berth is fairly new and is close to the old molasses bert 
at Puerto Pastelillo. It is well fendered and sheltered. It has lines fe 
gasoline, gas oil, kerosene and fuel oil. A new loading arm and line fo 
LPG is being fitted to serve 2 tanks about 2.5 km. away on the Nort 
shore of Peninsula del Guincho. 

Gas oil and kerosene tanks are 50 m. above sea level and are abou 
1.5 km. away. 

Berth Information: 

Berth Operator: State Oil Company. 

Density: Salt. 

Distance from Pilot to Berth: 11 miles. 

Bridges: None. 

Restrictions: Night time berthing/unberthing permissible but passag 
to sea is dependent upon length of vessel and draft. 

Fresh water: Available by barge. 

Hoses: 48 in., also see “Berth” above. Max. pressure 8 kg./sq.om 

Slop facilities: None. 

Repair facilities: None. 

Surveyors: None. 

Shore Leave: Passports, shore passes and currency reports wet 
needed. Launch took crew to Puerto Tarafa. No taxis or buses availabé 
at Nuevitas. Small Seamen's Club available. 

Telephones: Telephone calls to Norway at 2000 hrs. GMT on a weekda) 
took about an hour to arrange. The delay appears to be due to lack o 
lines between Nuevitas and Havana. 


AUTHORITIES: Located at Nuevitas. 

Authorities travel from Nuevitas to clear the vessels for whichever? 
the 3 berths they may have been assigned, i.e. Pastelillo, Tarafa 
Bufadero. 

Means of transportation for port authorities from Nuevitas to the 

loading/discharging berths is automobile or launches. 
AGENT: Empresa Consignataria Mambisa, Agency Nuevilé 
P.O.Box No. 350, Puerto Tarafa, Nuevitas, Prov. de Camaguey 
Telephone: 2779, 2107 (office), 3109 (night). Telex: 031151. Cable 
Mambisa Nuevitas. 

Mambisa Nuevitas Agency also attends the port of Jucaro and su 
port of Boca Grande. 


») $§UB-PORT OF TARAFA: (See Plan) 
4pPROACHES: See “Pastelillo”. 
piLOTAGE: See “Pastelillo”. Distance from place where Pilots board 
is to Tarafa is about 10.75 miles. 
gesTRICTIONS: Vessels can enter or sail only during daylight and 
wait for slack water. 
gERTHING: Tarafa Terminal: This terminal consists of 3 solid concrete 
each with railroad sidings connecting with the main tracks and 
suitable for trucking operations. 
ig capable of operating 7 vessels simultaneously: 6 average size 
is and 1 medium or small. 
Cargo handled at Tarafa Terminal: General cargo, equipment, 
machinery, bagged Serpe fresh and canned fruits, sugar, etc. 
tarafa Pier ‘'B’’: North Side: Length 480 ft., width 65 ft., max. draft 19 ft. 
Depths alongside from shore end to pier head: 19 — 23 — 25 — 25 — 
- 26 ft. 
is Side: Length 480 ft., width 65 ft., max. draft 19 ft. 
Depths alongside from shore end to pier head: 14 — 21 — 20 — 22 — 
- 24 - 25 ft. 
oe Pier “‘C’’: North Side: Length 437 ft., width 61 ft., max. draft 26 ft. 
Depths alongside from shore end to pier head: 26 — 25 — 26 — 29 — 
31 ft. 
south Side: Length 437 ft., width 61 ft., max. draft 26 ft. 
Depths alongside from shore end to pier head: 23 — 23 — 25 — 25 — 
- 26 — 27 ft. 
she Pier “‘D'’: North Side: Length 768 ft., width 65 ft., max. draft 27 ft. 
Depths alongside from shore end to pier head: 28 — 29 — 31 — 32 — 
%- 34-33 — 34 ft. 
South Side: Length 477 ft., width 65 ft., max. draft 26 ft. 
Depths alongside from shore end to pier head: 19 — 27 — 29 — 29 — 
9-30 -— 29 — 28 ft. 
STEVEDORES: Working periods — raw sugar, loading rate, refined 
sugar, general cargo, etc., same as for Pastelillo. 6 sugar vessels can 
operate simultaneously. No crane available. 
FRESH WATER: Can be supplied at Pier “B’, “C", and “D”. 
FUEL: No bunkers usually supplied at this terminal, but in special cases 
punkers have been supplied at Pier “B”. 


SHIPMASTER’S REPORT: March 1980. 

General Cargo: There are 3 piers for handling general cargo, all in the 
same place at Tarafa. All about the same length, and ships can moor 
both sides. 

fresh Water: Fresh water can be supplied at anchorage and at all piers 
ty barges (about 200 tons). 

Agent: The Agent “Mambisa” has an office just outside the gate (large 
green house) and listens on VHF Channel 12 from 0900 — 1100 hrs. 
and 1500 — 1700 hrs. 


SHIPMASTER’S REPORT: November 1981. 

Pilotage: Compulsory. 12 hours’ notice required. 

Restrictions: Vessel can enter and leave port during hours of darkness. 
Vessel can only enter and leave at slack water due to narrow entrance. 
Max. Size: Length 511 ft., beam 70 ft., max. draft 24 ft. 

Tugs: Available and should be used. 

Radio: CLK. 

VHF; Pilot on Channels 16 and 13. Port Authority on Channel 13. Agent 
on Channel 12. 

Berthing: Location: Lat. 21° 34’ N., Long. 76° 14.5’ W. 

Vessel berthed at Berth B. Distance from entrance to berth 12 miles. 
Least depth of water in channel from sea to berth 8.0 m. Max. tidal range 
at berth 1m. Nature of bottom mud. Density 1025. 

Facilities Available: Limited bulk handling facilities, no Ro-Ro, no floating 
cranes. Equipment available for handling palletised cargoes. No facilities 
for handling containers. 

Anchorage: The anchorage is 6 miles from the berth. Vessels with draft 
of over 20 ft. have to anchor in channel. 

Sarges: Fresh water barge available. 

Tankers: Tanker terminal available. 

Consuls: None. 

Services: The following services are available: Fresh water, fresh 
provisions in small quantities, laundry service, telex, bunker fuel oil, 
desel oil, lubricating oil, doctor and hospital. 

Agents: Nearest Agent in Havana. 


SHIPMASTER’S REPORT: December 1983. 
Documents: See Havana “Shipmaster's Report: December 1983”. 
ilotage: Compulsory. 24 hours’ notice should be given via Agent. 
*ilot boards at No. 1 Buoy (entrance to bay). 
j Distance from entrance to berth is 12 miles through a very narrow 
shannel with sharp bends. This channel may only be transited at slack 
Water during daylight. 
Charted depth in channel was 4 fathoms but we found at least 30 ft. 
HW ng 0.5 m. Currents of 2 — 4 knots are experienced 2 hours after 
r 
Anchorages: Available 
long. 77° 11.5" W. 
festrictions: See “Pilotage”’. 
ax. Size: Max. LOA 650 ft., max. draft in channel 33 ft. 
Radio: Neuvitas. 
VHF: Pilot and Port Authority use Channel 16. 
Bes At least 3 tugs available. 
erthing: Vessel berthed at Tarafa “B" Pier (Lat. 21°34.2’N., 
tong. "he 14.7’ W.). This vessel (length 575 ft.) was very much the 
Maximum size for this pier. Max. draft at East end — 19 ft. Mean tidal 
ange at berth was 18 in. 
Nuevitas has 3 piers for receiving and exporting general cargoes. The 
in are “B”, “C’”, “D”, with berths on North and South sides of each. 
ngths of piers are said to be “B” 480 ft., “C” 437 ft. and “D” 766 ft. 
Weouth side of “B" Pier is silted up limiting the draft to about 17 ft. 
br th were offered C" Berth 437 ft. which | rejected as being unsafe 
'S size of vessel. The Pilot and Port Officials agreed with me. 


in centre of bay at Lat. 21°31'N. 


CUBA 


The vessel berthed North side of “B” Pier. Only 470 ft. of pier was 
usable as heavy boulders and mud extended from the East end of the 
berth consequently 110 ft. of the vessel overlapped the jetty into the 
stream where a current of from 1 to 2 knots can be experienced. Every 
use was made of bollards and horn cleats on the quay, some of which 
were very dubiously secured to the wharf. All available leads on the 
vessel were used, even so there are no means or facilities for breasting 
the stern in. During a heavy squall the ship was about 12 ft. off the jetty. 

“D" Berth is the only suitable berth for this size of vessel. Unfortunately 
it is used only for receiving bulk fertiliser. 

Other berths off the Port are only used for the export of sugar and 
cargoes moved by rail trucks. 

Vessel must depart berth 2 hours prior to slack water in order to transit 
channel at slack water. 

Bulk Cargo Facilities: “D" Pier is for discharge of bulk fertiliser; ship's 
gear used. 

Stevedores: Available and satisfactory. 

Medical: Doctor and hospital facilities available. 

Fresh Water: Available. 

Fuel: Limited quantities of bunker fuel, diesel and lubricating oils 
available. 

Consuls: Nearest at Havana. 

Surveyors: Salvage Surveyor available. 

Airport: Local airport. 

Services: Telex facilities. Limited supplies of fresh provisions, groceries 
and meats. 


SHIPMASTER’S REPORT: February 1984. 

We recently loaded a cargo of bagged sugar in Nuevitas, Cuba. 
Thanks to your publication, all crew had made out complete Personal 
Effects lists, and most of their valuables had been placed in cases and 
placed in the bond. 

On berthing, | was presented with a set of Customs Regulations which 
stated what had to be placed in bond during the ship’s stay in Cuba. 
This says (in English) Quote: “On arrival Cuban port all Masters of any 
ships must put under transit room that not be of personal use such as 
toys, guns, ammunitions, spirits, cigarettes, narcotics and kinds of 
pornographic pictures”. No mention is made of cameras. 

The day after berthing, the ship was searched by the Port Captain, 
who confiscated two cameras belonging to crew members, even though 
these had been declared. According to the Agent in Cuba, these people 
had no right to take these articles, and he was certain he would get 
them back. However, despite numerous requests and letters, they were 
not returned on sailing. 

The above may prove of assistance to other ships. 

See “Shipmaster’s Comments” in “General” before first port. 


SHIPMASTER’S REPORT: August 1985. 

Notices: The required notices and ETA messages were sent to 
“Mambisa — Havana” and once the loading port was declared contact 
was established with “Mambisa — Nuevitas” — the local Agents, all 
messages were then directed through them. 

Response of Havana Radio (CLA) on HF was poor, all messages had 

to be sent through U.S. coast stations, however, once the vessel was 
in MF range all traffic was directed through Havana Radio and the local 
station Nuevitas Radio (CLK). 
Approaches: 2 hours prior to time of arrival the vessel was informed by 
the Pilots (on VHF) that the Pilot would board at 1130 hrs. which meant 
a delay of 2 hours. We went up close to the Pilot Boarding Ground to 
register and report the time of arrival and then went out to drift. We then 
sent message to Agents to tender Notice of Readiness on Master's 
behalf with time to be stated as 0930 hrs. (it was a Saturday). 

All entrances to the bay are made when tide is slack at No. 1 Buoy, 
ETA to be timed accordingly. Pilots prefer to enter between Slack Water 
and Flood Tide. All sailings are timed for 1 hour before Slack Water, the 
idea is to be at No. 1 Buoy at Slack Water. 

Limitations: \f draft less than 30 ft. then vessel can enter and leave the 
port by day or night provided the above conditions are met. If draft is 
more than 30 ft. then the vessel can enter and leave the port at HW — 
Slack Tide by day only. Max. draft 33 ft. There is a strong currrent in 
the channel and at the neck of the bay of up to 4 — 5 knots. 
Anchorages: No safe anchorage with good holding ground is available 
outside the bay near the entrance, so it is advisable to drift. Vessel must 
be well out as there is a strong set. Pilots advise that if it is necessary 
to anchor then the vessel can anchor in a position bearing 
000° (T) x 4 cables from Pta-de-Cos Practicos, but for an hour or so 
only. 

We understand that if a vessel has to anchor for longer periods then 
one can anchor on the Great Bahama Bank as shown (See “Plan’’). 
Vessels have been known to anchor here for hatch cleaning, etc. 
| personally feel it is not a very good proposition. Inside the bay there 
are good and safe anchorages available. There is no safe anchorage 
off Pastelillo Pier. Off Tarafa there is an anchorage to the N.W., max. 
draft 22 ft., it is used only as a temporary holding ground during 
manoeuvres. 

Pilotage: Pilots board 1 mile North of No. 1 Buoy. Pilots and tugs 
communicate — using walkie-talkie. If wind is more than Force 4, the 
Master has to issue a letter before Pilots undertake any docking/ 
undocking operations, especially if in light draft and with high windage 
area. 

Tugs: This port has experienced many tug breakdowns and delays. 
We were given to understand that on one occasion (March 1985) all 
docking and undocking operations were delayed for 6 days, all for the 
want of one tug. At some berths Pilots require 2 tugs. 

For our departure from Pastelillo Pier, we were also delayed due to 
tug breakdown. Master had to request the Port Officials for special 
permission and only after overnight consultation and delay did they 
permit undocking with one tug, provided the Master issued a written 
request. This was done and the vessel undocked. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englan, 


Density: We observed a dock water density of 1027 at both Tarafa and 
Pastelillo. This high figure is due to the fact that the area had experienced 
an unusually long dry season. As per the Surveyors average figure is 
1023 — 1024. 

Berths at sub-port of Tarafa: There are 3 piers ‘B’, ‘C’ and ‘D’ with berths 
on each side designated North and South berths. 

Pier ‘B’ is generally used for reefer and smaller general cargo vessels. 

Pier ‘C’ is used for sugar and general cargo. 

Pier ‘D’ is used for fertiliser and other bulk cargoes. 

Official drafts and depths are not to be relied upon as there is heavy 
silting at all berths mainly attributed to the bulk operations. 

We berthed at Pier ‘C’ — South berth, starboard side to, head in, with 
the stern protruding well out beyond the pier. This is due to the 
progressive silting at the forward end. Depths at this pier were sounded 
and are as per plan (see “Plan”). Max. draft at Pier ‘C’ — South berth 
as per the Pilots is 24 ft. forward and 26 ft. aft. Vessel can load up to 
25 ft. 03 in. max. (aft) and sail at any state of tide. If over this draft vessel 
must sail at HW only. 

If draft exceeds 25 ft.03 in. when transiting the Tarafa-Pastelillo 
Channel one tug is required to assist the vessel to round the bend at 
No. 41 Buoy. 

Max. draft allowed in the Tarafa-Pastelillo Channel is 27 ft. at HW. 
For docking/undocking Pilots require 2 tugs but use only one. This is 
mainly due to the lack of manoeuvring space when there is a vessel at 
the adjacent berth. 

Berths at sub-port of Pastelillo: The berths at this pier are considered 
the topping-up berths. Generally vessels load part cargo at Tarafa and 
then shift to Pastelillo. 

There are 2 berths at this pier designated North and South. The North 
Berth is for tankers and the South Berth is for sugar loaders. Cargo to 
this berth is fed by rail road. 

The knuckle on the Southern side has been badly damaged and has 
some irregular blocks of concrete and steel jutting out, necessitating 
extreme caution during the approach and positioning of the vessel. 

We berthed at Pastelillo — South Berth, starboard side to, head in. 
The berthing operation can be a little tricky, especially if there is a slight 
wind, this is made more so by the channel which turns sharply at the 
head of the pier. 

The official maximum draft allowed at this berth is 33 ft. Hand lead 
soundings showed depths in excess of 36 ft., on the off-shore side and 
33 ft. on the in-shore side. 

With a draft of 30 ft. a vessel can undock at any state of tide, by day 
or night. However, with a draft in excess of 30 ft. undocking is during 
the day only, with the max. draft of 33 ft. only during the daytime and 
at high tide. 

Tidal restrictions for departure from the bay still apply, so the vessel 
may be required to anchor in the bay to await tidal conditions. Pilots and 
Port Officials require 2 tugs for all docking/undocking operations at 
Pastelillo. 


Documents: 

Crew List 9 copies Any formai. 
List of Ports of Call 4 copies Any format. 
Declaration of Health 1 copy Special format. 
Vaccination List 4 copies Any format. 
Foreign Currency Declaration 4 copies Any format. 
Narcotics List 4 copies Any format. 
Firearms & Weapons List 4 copies Any format. 
Cargo/Ballast Manifest 4 copies Any format. 
Stores List, Deck, Eng., Radio, 

Catering 5 copies Any format. 
Provisions List 6 copies Any format. 
Bonded Stores List 6 copies Any format. 
Personal Property Declaration 2 copies Special format. 
Currency Card 1 copy Special format. 
Shore Pass 2 copies Special format. 


Vessel should make a fairly detailed declaration of ship stores with 
special attention to electrical, electronic equipment and new (unused) 
items. 

Crew Personal Property Declaration has to be very detailed with all 
items listed. All new items and those not in use should be packed up in 
a bag and put away in a spare cabin. This spare cabin is sealed by the 
Customs. 

Each crew member is allowed: 1 bottle of alcohol, 1 carton of 
cigarettes, 1 watch, 1 radio. Beer is not considered a bonded item. 
No cameras allowed for the crew. 

The Master is permitted to keep: 5 bottles of alcohol, 5 cartons of 
cigarettes and 1 camera. (We had kept the Polaroid camera out of bond 
to use during cargo operations). 

The Customs seal can be opened upon request every 5 days for a 
fresh issue to the crew. 

Inspections: Pratique, Veterinary, Agriculture, Sanitary, Harbour Master 
(Ministry of Interior — Guards), Customs: 

Pratique: Doctor and assistant board the vessel with the Pilot when 
inward bound. They clear the vessel and issue the Free Pratique chit. 
Veterinary: A veterinarian from the Institute of Veterinary Medicine will 
inspect the holds and dunnage wood and see if spaces are fit to load 
sugar. Also if the wood is free of termites. He will then issue a “Fit to 
Load Sugar” Certificate. The Veterinary Inspector will also check the 
meat room to see if all the meat onboard is clean and fit for consumption. 
He will be looking out for the stamp of approval. Chinese sausages are 
not permitted. If any non-approved items are found then the meat room 
will be sealed and they will board every day to enable removal of rations 
for 24 hours. The charge for this service is CPeso 5/— per visit. 
Agriculture: An inspector from the Department of Agriculture will board 
the vessel to check the dry provisions and the vegetable room. They 
will take samples of fruit, garlic, some vegetables away for testing and 
they may recommend some items to be sealed up in plastic bags. It is 
advisable to keep dry-fish ‘ikkan billis'’ and preserved Chinese 
vegetables well out of sight. 
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Sanitary: Inspector from the Department of Public Hygiene will hes 
the galley, all cabin stores in the accommodation and on deck, 
check the garbage drums, etc. They are mainly looking out 4 
mosquitoes, as there was a very severe epidemic of malaria reSuiiy 
in a large number of deaths. The Sanitary Inspector will board gy. 
5 days. 
Harbour Master (Ministry of Interior Guards): They can search the Vegse 
at any time, for any reason, any number of times. They searched oy 
vessel twice on arrival and prior to departure. The shore passes » 
issued by them. Everyone is expected to stand-by their cabins Gurr, 
the initial and final search. They appeared to be looking out for ‘literatur 
objectionable to the government, and stowaways. This Department 
issue a “Permission to Sail” Certificate. 
Customs: The Customs Officials are mainly looking for U.S.$ and Cubs 
Pesos in excess of the declared amount. Any news items or any ite 
they fee/ is in excess of personal requirement will be confiscated whetty 
declared or not, if found in the cabin. All crew should be advised to kee 
only the bare minimum and all other items should be put away to 
sealed. Currency Declaration cards for all crew are given by they 
Customs will, prior to departure, issue a “Clearance”. 
Agents: Empresa Cosignataria Mambisa — Nuevitas are the local Agen 
with the main office in Havana. The Agents board the vessel on ary: 
and thereafter every day. They can be contacted on VHF (cal. 
Mambisa) Channel 12 and 16 between 0800—1130hrs. ay 
1400-2100 hrs. The office is located very close to the main gate: 
Tarafa. Working hours are up to 1700 hrs. However, there is an 
on duty until 2100 hrs. All telex messages are sent through Havan 
International telephone calls can be made from the Agent's office. Eve 
pac Fey hours prior notice there are delays. Agents are attentive ay 
pful. 
Shipchandler: There is one company, arranged through the Agents. Tr: 
chandler supplies fresh and dry provisions and dunnage material. Ty 
chandler claimed to have fresh vegetables, fresh fruit, meats, etc. Price: 
of seasonal local fruits and vegetables are very reasonable. When ty 
order was placed they were able to supply only one or two items as 
fresh vegetables and fruits were out of stock. 
Medical: Arranged through the Agent. The Protocol Officer will take th 
crew member to the local hospital, for medical attention. Cost Cubs 
Pesos 20/— per consultation, transport and medication extra. 
Fresh Water: Available by barge. We did not take water at this por. 
Shore Leave: The crew is permitted to go ashore any time. There is 
curfew in force. While at Tarafa the most convenient mode ¢ 
transportation to and from town is by bus. Taxis are available but diffu 
to come by. From Pastelillo the crew is not allowed to go ashore, 
road transport. Boat service has to be arranged. Pastelillo-Tarafa is; 
40 minute ride one way, cost per round trip is C. Peso 46/—. Howeve 
if anyone is to go to the doctor then the Agent will arrange a car an 
boat service is not required. 
General: The crew should be warned against Black Market transaction 
in U.S. Dollars as there are plain clothes policemen on the look-ou 
Crew are permitted to take U.S.$ ashore but they must be changed # 
a bank. Apparently the incidence of STD (sexually transmitted disease: 
is quite high and the crew should be warned accordingly. There wer 
some indications that drugs are quite freely available and in use, so or 
must be more vigilant as some of the crew may be tempted or mislet 
At the time when the vessel called the exchange rate was U.S.$ 1. 
= 0.96 Cuban Peso. 
Stevedores: The regular working periods at this port are: 

Monday to Friday 0630 hrs. to 1350 hrs. 1st shift. 

1420 hrs. to 2140 hrs. 2nd shift. 

Saturday 0630 hrs. to 1350 hrs. 1st shift only. 
Sunday and Holidays No work. 

The above are the times of regular work. However, cargo can & 
worked on Saturday 2nd shift and Sunday if required. Stevedot 
Supervisor will enquire, as to the number of gangs vessel requires & 
work. Vessel must ensure that at no time to commit less than 4 workabe 
hooks as per Charter Party. Sometimes they bring less gangs to sv 
the availability of cargo. Ship's crew are to rig derricks but stevedore 
will assist. Opening and closing hatches by ship's crew. Stevedores at 
fast and efficient, did not experience any problems. 

The 2 areas to be wary are: 

(a) Stacking of bags when the head room decreases, in the unde 

coaming spaces. 

(b) Covering up all the steel work, and the top tier with kraft pape’ 

At Tarafa sugar in bags is fed to the wharf by covered wagons at 
also on trucks. 

The average weight of cargo per wagon is 57 tonnes. Usually thet 
are 12 bags per sling and 1 sling per lift. If there is sufficient supply * 
cargo and wagons, one gang can average 2,400 — 3,000 bags per shit 
Provided the rate is maintained, on a 4 gang/2 shift basis the total lift 
per day can be in the region of 19,000 — 24,000 bags which § 
1,880 tonnes — 2,300 tonnes per day. 

At Pastelillo the sugar is fed to the wharf by rail wagons only. Het 
the normal system is 6 bags per sling and 2 slings per lift. Due to 
height of the wharf and the positioning of the rail tracks the product?’ 
at this pier is much greater than at Tarafa. 

The above figures are on the basis of regular supply of sugar a 
wagons. During our stay there were times when cargo had to be stoppe 
or slowed down and the number of gangs reduced due to non-availabl® 
of cargo. The production figures for our port stay are as follows: 


Tarafa Pastelillo 
Time alongside 4 days 22 hrs. 18 min. 5 days 20 hrs. 36™ 
Time workable as per port 


working hours after berthing 3 days 23 hrs. 50 min. 3 days 13 hrs. 14 ™ 


(Sundays & Holidays inc. if (10 shifts) (12 shifts) 
worked) 
Deductions from workable time 
— Rain 00 hrs. 35 min. 
— Preparing for loading 01 hr. 30 min. 


— Waiting for cargo —_ 
— Waiting for shifting/sailing — 


Tarafa Pastelillo 
nme actually worked 2 days 21 hrs. 45 min. 2 days 09 hrs. 24 min. 
cargo lifted 81,530 bags 60,167 bags 
rua gangs worked 35 24 
b ‘shift 2,329 bags 2,507 bags 


oe cargo/day of 24 hours 1,620 tonnes/day 1,006 tonnes/day 
pasic time alongside) : ) ri 
rely: Tally by shore personnel quite accurate and in addition 
odependent tally by ship's staff (used deck cadets, and crew when more 
nan 4 working gangs). Did not experience any serious discrepancy. 
vessel must instruct ship's tally cadet and shore tally clerk to compare 
fgures at the end of each wagon or truck, and note any discrepancy 
commencing the next wagon or truck. This way there is no 
ing at the end of the day when the figures are presented to the 
chief Officer and there appears some large and mysterious discrepancy. 
Que to the presence of the ship's staff the shore tally personnel are 
nore attentive. 
cargo Condition: The general cargo condition was satisfactory as could 
ne judged from the appearance of the bags and by feel. Some of the 
were wet and or stained. There were also some bags which were 
nard when touched. All wet, stained, torn, seeping and hard bags were 
ed. The rejected bags were re-loaded onto the wagons. Ship's 
saff on tally duty checked and rejected the bags. There is an 
gganisation called Empressa Cubana de Control short ‘Cubacontrol’. 
surveyors/checkers from Cubacontrol check the cargo quantity and 
quality. They have one representative per gang and in addition there is 
one person who collects samples at random. From experience gained 
on the voyage, we noted that this cargo is prone to heavy sweating. 
There is considerable amount of inherent moisture and heat in the sugar 
oystals/granules. 
Cargo Weight: The cargo of granulated raw brown sugar in bags is fed 
fo this port from 5 factories. In spite of standardisation there is a 
dtterence in bag weight and condition. The rail wagons are weighed, at 
random, before and after handling to obtain the cargo weight and thus 
the average bag weight. This average is used to compute the cargo 
quantity being loaded. The averages range from as low as 94.1 kg./bag 
0 101.9 kg./bag. For our shipment the general average bag weight 
worked out at 98.993 kg./bag. The shippers Cubazucar (local 
representative Marcos Allen) advised that from past experience ai// sugar 
ships to China have experienced a shortfall per the receivers. To 
safeguard their interest the shippers request a Draft Survey on Shipper's 
Account. The Draft Survey was carried out by Cubacontrol. 
By shore tally cargo quantity worked out to 14,020.072 tonnes gross, 
13,879.755 tonnes net. 
By draft survey cargo quantity worked out to be 13,903.395 tonnes 
f0SS. 
, B/L was signed on basis of shore tally weight, gross and net. Freight 
basis net weight. Master had requisitioned/nominated for 14,020 tonnes 
of cargo. Issued Letter of Protest and Right to Claim Deadfreight. 
Ounnaging Material: Laying of dunnage done by stevedore gangs, 


| separate dunnage men employed per working hatch. 


Flat dunnage wood is very difficult to obtain and when available, is 
very expensive. It is customary to use cardboard cartons and kraft paper. 
Transportation charges are unreasonably high so it is advisable to order 
your requirement in large amounts. However, returning is not permitted. 

Flat dunnage wood at CPeso 110.2/cu.m. + 18% and transport 

— None ordered 

Cardboard cartons 122 cm.x61 cm.x0.35 cm. at CPeso 350 per 


bundle of 100 pieces 
— Total used 12 bundles 
Kraft paper 122 cm. wide x 100 m. per roll at CPeso 16 per roll 
— Total used 107 rolls 

We had 12 cu.m. of flat dunnage left over from the previous voyage, 

iis was used in the lower holds — double dunnage, i.e. fore and aft and 
athwartships, this was then covered with kraft paper. Where no wooden 
dunnage was used cartons were placed which were then covered with 
Kraft paper before cargo was loaded. All steel surfaces were covered 
with kraft paper to prevent contact with the bags. The top tier was 
covered with kraft paper. In the square of the hatch the top tier was 
covered with kraft paper and then with cardboard cartons. 
Stowage Factor: The smaller holds (1 & 3) gave a stowage factor of 
'8~ 48.5 cu.ft./long ton whereas the larger holds had a stowage factor 
of 46.7 — 47.7 cu.ft./long ton. The average stowage factor for the full 
ad worked out to be 47.5 cu.ft./long ton. 

No. 3 Hold — Tween deck had some empty space — 13,457 cu.ft. (i.e. 
additional 284 tonnes). 

No. 4 Hold — Tween deck had empty space — 3,200 cu.ft. (i.e. 
additional 68 tonnes) which with the stowage factor obtained gives a 
sored full load of 14,372 tonnes after making due allowances for 

ers, etc. 
Sealing of Hatches: On completion of loading each hatch was sealed 
"the presence of the Ministry of Interior Guards and Customs. The 
Sealing was carried out by Cubacontrol the locally based recognised 
company, in the absence of a P&I correspondent. The services of 
ela for the sealing were ordered through the Agents on Owner's 
unt. 

All hatch covers, hatchways and ventilators were closed and sealed 
‘Sing copper wire and snap-on seals. In all 24 seals were used. The 

"veyors issued a Certificate and Plan on completion of sealing with 
al the seal locations and numbers. 


AUTHORITIES: See “Pastelillo”. 


CUBA 
(c) SUB-PORT OF BUFADERO: 


APPROACHES: See ‘'Pastelillo”. 
PILOTAGE: See “Pastelillo”. Distance from place where Pilots board 
vessels to Bufadero is 10 miles. 
RESTRICTIONS: Vessels drawing over 25 ft. 3 in. should await high tide 
for shifting to anchorage. 

For entering/sailing, vessels should wait for slack water and only 
during daylight. 
MAX. SIZE: Max. draft with which vessels can enter/sail to/from 
Bufadero is officially up to 25 ft. 3 in. but actually up to 25 ft. 6 in. Length 
600 ft. Tidal variation 1 ft. 6 in. 
BERTHING: Pier, length 557 ft.; draft, North side, 25 ft.; draft, South 
side, 25 ft. 

This pier is only used for molasses and fuel oil. Average pumping rate 
of molasses is 70,000 g.p.h. Only South side is in operation. 
Cement Dock: This is a concrete coastal dock where bulk cement is 
shipped by means of silo-trucks. It is located West and close to Bufadero 
Pier. Length 275 ft., width 31 ft. Depths alongside from East to West: 
14 — 16 — 18 — 16 —- 16 ft. 
FUEL/FRESH WATER/REPAIRS: Not available. 
AUTHORITIES: See “Pastelillo”. 


PUERTO PADRE-Cayo Juan Claro: 21.17 N. 76.32 W. 
(and sub-port of Manati) (See Plan) 


It is a safe, sheltered and ample port, situated at one of the richest 
and important sugar cane zones of the nation. 

In the neighbourhood of the port there are 2 sugar producing colossus: 
Antonio Guiteras sugar mill, 8 km. away and Jesus Menendez sugar 
mill, distance 18 km. Both of these mills are among the biggest and most 
modern in Cuba. 

The port itself is located on the West coast of Cayo Juan Claro and 
is named Puerto Carupano. 

Cayo Juan Claro is connected with the mainland at its extreme 
Southern tip by a narrow gauge railroad and parallel to the tracks runs 
a road recently built. 

Both the railroad and the road communicates with the city of Puerto 
Padre, sugar mills of Antonio Guiteras and Jesus Menendez. 

Cayo Juan Claro and Cayo Puerco, divide the bay into two parts. The 
part located at the West is Puerto Padre bay and that at the East is 
known as Chaparra Bay. 

APPROACHES: Funnel-shaped at entry. 2 turns, but the one to take 
into consideration when manoeuvring vessels over 525ft. is 
“Careneoro” turn. Vessels with a length of 565 ft. have entered this port. 
Bottom is rocky in entrance channel and muddy in bay. 

PILOTAGE: Pilots board vessels at entrance, not less than 1 mile from 
mouth of port. Distance from place where Pilots board vessels to pier 
is about 2.5 miles. 

RESTRICTIONS: Vessels can enter only during daylight and must wait 
for slack water for entering/sailing due to current in the channel. 
ANCHORAGES: Official Anchorage: Located at Puerto Padre Bay at 
following position: Lat. 21° 14’ 46” N., Long. 76° 33’ 34” W. 

Max. length permitted 170 m. 

Vessels usually anchor by 3 or 4 shackles of chain but there is enough 
swinging area for 8 or 9 shackles. 

Draft allowed to vessels 25 ft. Anchorage bottom is mud and shells. 
Quarantine Anchorage: Located East of Cayo Juan Claro at Chaparra 
Bay, about 2 miles from the piers. 

Max. length permitted is 170 m. and depth is over the port official 
draft. 

Vessels usually anchor by 3 or 4 shackles of chain, but there is enough 
swinging area for 10 shackles. Anchorage bottom is mud and shells. 
MAX. SIZE: Vessels can sail with max. draft of 25 ft. up to length of 
500 ft. Over 500 ft. length with draft up to 24 ft. Max. length permitted 
557 ft. Tidal variation 2 ft. 3 in. 

BERTHING: Pier Nos. 1 and 2 are located on the West side of Cayo 
Juan Claro. “ 

Salt Mill Pier is located on the East coast of the entrance channel, 
just in front of Pt. Gracia, and about 1.75 miles from Pier Nos. 1 and 2. 
(a) Pier No. 1 (Formerly known as Sugar Pier): It is a coastal pier built 
entirely of hard wood. 

Two narrow gauge railroad tracks run along the length of the pier. 

Loaded cars enter by the North end of pier and after discharging are 
taken out by the South end. 

Trucks can operate at this pier, but are not used for sugar cargoes. 

Length 523 ft., max. length permitted to vessels 557 ft. Width 32 ft. 

Draft 27 ft. — 28 ft. 

Cargo handled by this pier: 

Importation: Occasionally general cargo or jute bales. 

Coastal trade: Occasionally general cargo. 

Water available by railroad tank-cars. 

Berthing operation performed only during daylight hours. 

(b) Pier No. 2 (Formerly known as Molasses and Oil Pier): It is a steel 
and hard wood construction 271 ft. long, of which 235 ft. corresponds 
to a passage 7 ft. wide along which run the pipelines and a catwalk, 
ending in a platform 36 ft. x36 ft. 

Vessels operating at this pier, berth across it, forming a “T"” shape. 

Length 271 ft., max. length permitted 557 ft. Draft 26 ft. — 28 ft. 
Width 7 ft. 

Platform 36 ft. x36 ft. 

Cargo handled by this pier: 

Export: Molasses. 

Coastal trade: Discharge of fuel oil. 

Berthing operation performed only during daylight hours. 
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(c) La Salina Pier: Located at the entrance channel East coast, just in 
front of Pt. Gracia. 

It is a small coastal pier built to ship coastal trade cargo of salt. 

eter oe 44 ft. Width 22 ft. Max. length allowed 192 ft.-200 ft. 

Draft 12 ft. 

STEVEDORES: Working periods: Monday to Friday 0700 — 1100 hrs., 
1300 — 1700 hrs.; Saturday 0700 — 1100 hrs. 

Raw sugar: loading rate max. 1,430 raw sugar bags loaded per gang 
period. Minimum is 650 bags. 5 bags loaded per sling. Only one vessel 
can operate at a time. Empty jute bags have been discharged and 
average discharge rate is about 45 metric tons per gang period. No 
crane available. 

Sugar in bulk: 5 thrower machines for loading sugar in bulk. 
tAEDICAL: General Hospital at Puerto Padre where sick crew members 
can receive attention. 

TANKERS: Molasses average pumping rate 50,000 g.p.h. Fuel oil, 
posesen rate 45,000 g.p.h. Gas oil discharging rate 35,000 g.p.h. 

Puerto Padre Pier No. 2: Fuel Oil: One connection 8 in. diameter. 
Diesel Oil: One connection 8 in. diameter. Molasses: Two connections 
8 in. diameter. 

FRESH WATER: Can be supplied at No. 1 pier by pipeline. Delivery 
rate 17 t.p.h. 

FUEL: Not available. 

REPAIRS: Port has no repair shop, but in event winch damage or any 
other light repairs, this work can be carried out at the Sugar Mill “Central 
Antonio Guiteras” Repair Shop. 

IMPROVEMENT OF PORT FACILITIES: At the present time new 
deposit tanks for petroleum products are being built to increase greatly 
the port storage. 

Also a water reservoir and an above ground tank will be built, and in 

the future it will be possible to supply water by pipeline to vessels docked 
at Pier No. 2. 
TRANSPORTATION: Distance from Cayo Juan Claro where all cargo 
operations are performed to Puerto Padre is 3 miles. Means of 
transportation between Puerto Padre and Cayo Juan Claro: motor-boat, 
railroad, and automobile. 

From Puerto Padre to Cayo Juan Claro it takes: by motor boat 
30 minutes; by automobile 5 minutes; railroad 20 minutes. 
COMMUNICATIONS: Means of communications available at Puerto 
Padre: telephone, cable (Inalambrica), telegraph and postal service. 
Vessels can communicate with Puerto Padre via CLA Havana. 
AUTHORITIES: Port Doctor and Custom House are located at Puerto 
Padre. Immigration at Chaparra. Port Captain at Cayo Juan Claro. 


AGENT: Office Address: Calle 3 No. 12, Cayo Juan Claro, P.O.Box 38, 
Central “Antonio Guteras, Tel.: 52565 (Puerto Padre), 210-2 (office), 
108-2 (night). Cable: Mambisa Puerto Padre. Telex: 024118. 

Agency works VHF on Channel 16. 

Postal Address: Empresa Consignataria Mambisa, Agencia Puerto 
Piseraky Apartado No. 38, Central Antonio Guiteras, Delicias, Prov. de 

riente. 

Puerto Padre Agency personnel also attends the Port of Manati. 


SUB-PORT OF MANATI: 21.24 N. 76.48 W. (See Plan) 

The Port of Manati lies on an arm in the sea, through the centre of 
which runs a narrow and deep channel, leading to the shallow bay of 
Sabanalamar or Manati. 

This arm in the sea is about 3 miles long and 800 m. wide at the 
entrance mouth, between Pt. Roma and Pt. Jesus, and 700 m. at its 
end, when it reaches Sabanalamar Bay. 

Manati is located on the West coast of the arm in the sea, at about 
2.5 miles from Pt. Roma and 0.5 miles from the end of it. 

The Port of Manati exports the production of sugar mill Argelia Libre 
formerly known as Manati. 

APPROACHES: Narrow channel, very deep (minimum depth 38 ft.) 
Bottom is irregular, parts where it is sandy and others rocky. 
PILOTAGE: Pilots board vessels about 1 mile from entrance. No pilot 
station. Pilots located at Manati and ETA notice to be given to them well 
in advance. Distance from place where Pilots board vessels to pier is 
about 3 miles. 

RESTRICTIONS: Not necessary to await slack water for entry/sailing; 
but considering large tonnage of vessels presently entering port for 
topping-off, if there is a strong current Pilots wait until current loses 
strength in order to avoid accidents. Vessels can enter and sail only 
during daylight. 

ANCHORAGES: Swing area 600 ft. (approx.). Owing to reduced space, 
this anchorage is not safe for anchoring vessels drawing over 26 ft. 
MAX. SIZE: Incoming vessels draft limitations: 


Vessel length Max. draft 
Vessels up to 500 ft. 26 ft. 
Vessels up to 525 ft. 20 ft. 
Vessels up to 560 ft. 17 ft. 


In some exceptional cases 560 ft. length vessels have entered this 
port but it is advisable to nominate this type of vessel to operate at any 
other suitable port because at Manati the max. advisable length allowed 
to vessels is 525 ft. 

Tidal variation, 2 ft. 6 in. 

BERTHING: Manati Pier has the shape of an “L” and projects from the 
West coast of the arm of sea toward the centre of it seeking the border 
of the deep channel. 

It goes straight out and then turns Northward in a 90° angle. 

The 90° angle constitutes its South end, and from there to the head 
of pier, or North end, it is 465 ft. long, having at this end a fixed red light. 

As is clear by the above description, pier has an East and a West 
side, but only the East side is used because the West side does not 
have enough water to operate vessels. 
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It is a hard wood construction supported by concrete piles. Botto, 
alongside pier is soft (mud and sand) along three-quarters of its lenge 
from North to South except at the South end where it becomes shal, 
hard and rocky, which renders worthless about 70 ft. of docking 

Pier has double standard railroad tracks and a single narrow aug: 
track. It is not possible to operate trucks at this pier. 

Manati Pier (Also known as La Gloria Pier): Length 465 ft. Max. lenge, 
allowed 525 ft. Max. draft 30 ft. 6 in. 

Tanker Information: Molasses: 2 connections 8in. in diamety 
Fuel Oil: 1 connection 8 in. in diameter. 

STEVEDORES: Loading sugar: working periods: Monday to Friday 
0700-1100 hrs., 1300-1700 hrs.; Saturday 0700-1100 hrs. 
1300—1700 hrs. When necessary, work is performed at night. 

is also worked when required. 1,040 sugar bags loaded per gang perig; 
6 sugar bags loaded per sling. Only one vessel can operate at a time 
No refined sugar operations performed. No shore crane available. 

mill has 5 grates and 3 machines for spreading sugar in hatches. 
MEDICAL: Crew members requiring medical attention are treated » 
Manati Polyclinic, but the majority of cases are treated at Argelia Lit. 
Hospital, where there is also a Dental Clinic. 

Cases requiring surgical or specialised treatments are sent to Len 
Hospital at Holguin. - 

TANKERS: Molasses pumping rate 25-30,000 g.p.h. Fuel oil Pumping 
rate at average of 1,700 b.p.h. 

FRESH WATER: Supplied by pipeline at pier. Pipe-line 2 in. in diamety 
and delivery at an average rate of 15 — 16t.p.h. Amount that can & 
delivered depends on supply at sugar mill. Supply not to be depends 


upon. 
FUEL: Not available. 

REPAIRS: Sugar mill repair shop for minor repairs. Welder available. 
COMMUNICATIONS: Long-distance telephone communicatio 
between Manati and Puerto Padre; although difficult owing to fact the 
there are only two lines from Manati and they are almost 
congested. There are some occasions when an entire day is spent trying 
to obtain communication without result. Victoria de las Tunas telephon 
operator serves on occasions as “relay”. 

Vessels cannot communicate by radio with this port. 
AUTHORITIES: Under Cuban Custom laws and regulations, Manatis 
a sub-port of Puerto Padre, therefore all Authorities are located at Puen 
Padre, nevertheless vessels nominated for operations at Manati car 
proceed directly to the port, where authorities clear the vessels. 


AGENT: Manati is attended by Mambisa Puerto Padre Agen 
personnel and there is no office at Manati, however, the Agent attending 
a vessel at Manati can be reached at Minaz office, tel. 146. At night and 
for urgent matters he can be reached at Manati Chief Pilot tel. 144-15 


SANTIAGO DE CUBA: 19.50 N. 75.52 W. (See Plan) 


APPROACHES: The entrance, up to a distance of 0.5 mile, has a rod 

bottom. Thereafter, for a distance of 1 mile muddy bottom, and remaining 

2.5 miles is soft mud. There are some turns, and the channel an 

entrance to the port are narrow. 

PILOTAGE: Pilots board vessels 1 mile from mouth of port. Pilot station 

located in small Cay at entrance of bay known as Gramma Cay (former! 

Smith Cay). Launch service is only means of communication availabe 

between Santiago de Cuba and Gramma Cay. Pilots also have office 

located at Custom House building with telephone communication 

Distance from place where Pilots board vessels to: Piers 5 miles 

Anchorage 4.5 miles; Refinery Pier 2.5 miles. 

RESTRICTIONS: Vessels can enter and sail only during daylight fror 

0600 to 1800 hrs. 

ANCHORAGES: /nner Anchorage: Located from the North of Ratone: 

Cay up to the West of Buoy No. 20. Can accommodate several vesses 
Limitations to vessels: Draft 30 ft., length 702 ft. 

Outer Anchorage: Located West of Pt. Gorda and just in front of refine) 

piers. Can accommodate 1 or 2 vessels and is used mainly by tankers 

Max. draft: 36 ft. Max. length allowed 702 ft. 

Also see “Shipmasters’ Reports”. 

MAX. SIZE: Vessels with a length of 702 ft. and a draft of 36 ft. 

enter up to the refinery, provided they arrive during early morning hous 

Tidal variation 1 ft. 3 in. 

VHF: Santiago Servicios Maritimos, Channels 16, 11 and 71. 
Santiago isignataria Mambisa (Agent), Channels 16 and 12. 
Santiago Terminales Mambisa, Channels 16 and 71. 

BERTHING: 

Luis F. Mena Gil Dock (Formerly Malecon): This installation comprise 

the whole zone known as Malecon del Puerto and consists, mainly, ° 

a docking area 1,345 ft. long, which, being able to operate three vesses 

are regarded as West, Centre, and East berths, but there is no mark® 

boundary between any of the berths. 

West of the Western berth is under construction, but already * 
operation, a new berth, temporarily known as Western extreme bet 
and, East of the Eastern berth is a berthing space for barges. 

This dock is built of concrete, and was rebuilt and paved recently. As 
standard gauge railroad tracks run along the length of dock, operatio® 
can be performed either by railroad or trucks, or a combination of bot 

The particulars of each berth are: 

Soe Extreme Berth: (New Berth): (Known as Malecon Extrem 
ste): 

Max. length allowed: 100 m. Draft: 18 ft. 

Cargo handled at this berth: General cargo, cement, etc. 

Western Berth: (Known as Malecon Oeste): 

Draft allowed: 24 ft. fore, 25 ft. aft. 

Cargo handled at this berth: Bagged raw sugar, general cargo ant 
occasionally lubricating oil. 


z Berth: (Known as Malecon Centro): 
allowed: For Loading: 28 ft., leaving pier at high tide. Under these 
, vessels rest in 1 ft. of almost liquid mud but this does not 
with sailing manoeuvres. 

For Docking Loaded: 27 ft. even keel. Cargo handled at this berth: 
nagged raw sugar, general and heavy cargoes. 
eastern Berth: (Known as Malecon Este): 

“pratt allowed: 23 ft. fore, 26 ft. aft. 

handied at this berth: light general cargo, molasses and 

m products. 

rerocarril Pier: This pier out of use since 1972 but rebuilt recently. It 
saconcrete construction ending in a small platform but vessels do not 
oor directly to the dock but to 4 solid dolphins; first and last dolphins 
neing 400 ft. apart. Vessels are also secured to belaying cleats situated 
mis installation is used for shipping molasses but there is a possibility 
nat pipelines for petroleum by-products will be installed, although this 
nas not been confirmed. 

Length: 240 ft. Draft allowed: 26 ft. 
aglando Roca Pacheco Pier (Formerly La Maritima): This pier is a 

plete concrete construction, (both platform and pilings) rebuilding of 

which was finished in 1973; the installation is in very good condition in 
ai respects, permitting truck and trailer operations alongside vessel, as 
yell as railroad operations, because tracks cross just in front of the pier 
shore entrance. 
North Side: Length: 650 ft. Max. length allowed: 600 ft. 

Draft allowed: 25 ft. fore, 26 ft. aft. 

Cargo handled at this side: General cargo. 
South Side: Length: 650 ft. Max. length allowed: 600 ft. 

Draft allowed: 26 ft. fore, 27 ft. aft. 

Cargo handled at this side: General cargo. 

Romero Pier: This pier is a concrete construction, and although in rather 
‘air condition, needs repairs. 

All cargo handled at this pier is on the basis of a trucking operation only. 

itis used chiefly for coastal trade vessels but also by medium size 
vessels, such as refrigerated ships. 
East Side: Length: 492 ft. Max. length allowed: 400 ft. 

Draft allowed: 14 ft. fore, 19 ft aft. 

Cargo handled at this side: general cargo, bagged cement, etc. 
West Side: Length 492 ft. Max. length allowed: 400 ft. 

Draft allowed: 20 ft. fore, 23 ft. aft. 

Cargo handled at this side: General cargo, bagged cement, 
tefrigerated cargo such as lard, butter, frozen fish, etc. 

Frank Pais Pier (Formerly La Molinera): This installation consists of a 
ng narrow passage, at the end of which the vessel is berthed across 
_ the installation to 4 solid dolphins. It is used for the discharge of bulk 

grain (wheat and maize) by mechanical means through conveyors and 
pipelines. 

There is no limitation as to length of vessels. Draft allowed: 30 ft. 
Cement Plant Pier (Known as Muelle del Cemento): This berth is a 
coastal pier that can accommodate one vessel. 

itis used only for loading cement, either by silos/truck depending upon 
__ whether bulk or bagged cement is involved. This installation is well paved 
and all operations are performed by means of trucks. 

As the pier is not long enough, there are solid dolphins at each end 
o pier, in order to berth securely vessels up to 460 ft. long. 

Length: 290 ft. Max. length allowed: 460 ft. 

Draft allowed: 22 ft. fore, 23 aft. 

Refinery Pier: This pier is located at a small peninsula on the West coast 
of the bay, its orientation being from North to South and therefore its 
sides are West and East. 

lt is a solid, well cared for, concrete construction, having similar 
facilities at both sides. 

Length: 789 ft. Max. length allowed: 702 ft. 

Depth: 40 ft. Max. draft allowed: 36 ft. 


STEVEDORES: Working periods: Monday to Friday 0700-1300 hrs., 
1300-1900 hrs.; Saturday the same; Sunday worked only if vessel 
completing cargo. 
Raw Sugar: Loading rate about 1,200 bags loaded per gang period; 
5bags loaded per sling. 2 vessels can load sugar simultaneously. 
General Cargo — approximate discharging rates: 
General cargo 7-8 tons per gang hour 


Bagged cargo __15 tons per gang hour 
Iron 7 tons per gang hour 
Wood 3 standards 

Fertilisers 15 tons per gang hour 


Shore Crane — there is movable crane with boom of 75 ft. length and 
iting capacity about 19 tons. 
lk sugar — 5 thrower machines available. 


EQUIPMENT: One floating crane: 35 tons lifting capacity; 10 shore 
“anes: ranging from 16 to 5 tons lifting capacity; 40 tractors; 21 fork lift 
“ucks: 70 h.p.; 13 trucks. 

Besides, there are several tugs ranging from 1,200 to 150 h.p., also 
Several cargo barges and other minor port auxiliary equipment not listed. 


HCL: Sick crew members can be attended at Santiago Provincial 
al. 


BOERS: Average pumping rate: Molasses 30,000 g.p.h. Fuel oil 

A -p.h. 

(OMMUNICATIONS: Radio telegrams, radiotelephony, telegraph and 

<®phones. R.C.A., Inalambrica. All-American, Prewi, radio and 

yerment telegraph. Also air, railroad and bus services. 

Rca Sos can communicate with Santiago de Cuba through CLM and 

FRESH WATER: Can be supplied docked/anchored. 

= Fuel oil and diesel oil available. Delivery rate about 7,000 b.p.h. 
AIRS: Following repair shops: Joaquin Lamas, Giron. 
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DEVELOPMENTS: Since 1973 all port facilities admitting repair or 
rebuilding are included in a plan in order to improve port facilities. 

Through this plan several installations have already been rebuilt and 
others are undergoing repairs. 

This plan also includes the installation of water pipelines to all piers 
where possible, in order to supply the vessels while operating. 

Luis F. Mena Gil Wharf will be the first to have water installation to 
supply vessels. 

There is a plan for the dredging of the port in the very near future. 


SHIPMASTER’S REPORT: April 1979. 

Also see “Shipmaster's Report” from Havana dated April 1979. 

Documents: 

12 Crew Lists. 

5 Store Lists. 

5 Declarations. 

5 Currency Declarations. 

5 Vaccination Lists. 

These were all required even though the vessel had only come from 
Havana. Also a large number of transit documents were issued in 
Havana for entry here. Bond and safe seals may be opened whilst vessel 
at sea. 

Points of Note: 

. No anchorage, recommend drifting about 5 miles from coast. 

. See Havana Report. 

. See Havana Report. 

. Port reasonably free of pollution, but large amount of constructionin 
progress in harbour area. 

. No tugs appeared when we berthed. 

At grain elevator shore gangway used. 

. No crew inspection. 

. See Havana Report. 

See Havana Report. 

See Havana Report. 

. Same system as Havana but shore leave from 1800 to 
2200 hrs.and travel to town by launch. Also only allowed in area 
shown on pass. In this port fines are imposed for being late back 
or going outside area of pass. First time 25 peso, second time 50 
peso and third time pass revoked. Only ten persons allowed ashore 
at any one time and a list of those going ashore must be presented 
to the Immigration guard before 1000 hrs. that day. 

On Saturday and Sunday 16 persons are allowed ashore till 

2400 hrs. and 2300 hrs. respectively. 

See Havana Report. 

. See Havana Report. 

. As Havana, except Channel 16. 

. See Havana Report. 

. Berthed at grain elevator. 30 ft. alongside. The discharger has2 
heads and is fixed, the ship has to be warped up and down the 
quay. Wheat discharged at average 50 tonnes p.h. Work on a 24 
hour basis. 

q. All hatches again inspected. 

r. As Havana, vessel was searched here 4 days after arrival. The 
search was carried out by the police and was very thorough. It 
included checks on money and goods declared and under seal. 
The radio room was sealed at the time. 

s. See Havana Report. 

t. Customs issue may be obtained every 3 days if required. | 
believethis applies in Havana as well. 

u. In light of this vessel's experience | would advise any 
vesselproceeding to Cuba to carry at least one month's reserve 
provisions. 


SHIPMASTER’S REPORT: April 1981. 

VHF: Santiago Pilots and the Agents “Mambisa Santiago” are both 
available on VHF Channel 16 at all hours. 

Restrictions: There are no restrictions as to the times for entry and 
departure of vessels. Pilots are available 24 hours and | believe it has 
been so for the last two years. 

Awaiting Pilot: Owing to the large depths, bad holding ground (rocky 
bottom) and frequent fresh winds, it is not advisable to anchor outside 
the harbour entrance. This was my opinion which the local Pilots have 
confirmed and have definitely advised against anchoring. If there is any 
delay in embarking the Pilot, the vessel should keep steaming. 


SHIPMASTER’S REPORT: October 1987. 

Vessel called at Santiago de Cuba after call at Havana (see “Havana 
— Shipmaster’s Report” dated October 1987). 

Vessel berthed alongside “Frank Pais” Silo. Crew can only go ashore 
by either motor launch or bus. Both services have to be arranged by 
Agent. No walking in the premises of the silo is allowed which is guarded 
by army units. There are no restrictions regarding the times crew can 
go ashore. 

Fire/Boat Drills: Port Authorities did not allow us to carry out routine 
drills. 

Berth “under construction” at Pta. Duany: This berth is now fully 
operational for refrigerated cargoes. No drafts were available, however 
| understand extensive dredging was done on both sides of the pier for 
berthing/turning. 

Presently there is a shortage of water both at Havana and Santiago 
due to very prolonged dry years (last 5 years). No fresh provisions were 
available at both ports except limited amounts of pineapples. 
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AUTHORITIES: Located at Custom House building. 
AGENT: Empresa Consignataria Mambisa, Agencia Santiago de Cuba, 
Avenida Jesus Menendez No. 658, Apartado No. 522, Santiago de 
Cuba, Prov. de Oriente. Tel: 22834 — Night: 4524. Telex: 061120, 
061238. Cable: Mambisa Santiago de Cuba. 

Agency VHF works on Channel 16. 
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TANAMO: 20.44 N. 75.20 W. (See Plan) 


LOCATION: Tanamo Bay is moderately ample, landlocked, having 
numerous cays dispersed within. High ground surrounds the bay, except 
by the East and S.E. It is 3.5 miles long by 1.25 miles wide. 

Tanamo is mainly a sugar shipping port, but also exports molasses 
and receives coastal trade shipments of fuel oil. 

Tanamo exports the production of Frank Pais sugar mill, formerly 
Tanamo. At about 12 km. from the port are the town of Cayo Mambi 
and Frank Pais sugar mill. 

PILOTAGE: Pilots board the vessel at about 1 mile off the port entrance. 
From this place to Punta Corda Pier, where vessels operate, there is a 
distance of 5 miles and to Cay Mambi Pier, 7 miles. 

ENTRANCE TO PORT/CONDITIONS/LIMITATIONS: Entrance to port 
is effected through a channel in the form of an “S” with turns up to 90°. 

The bottom is rock and sand, its maximum width being 175 m., located 
between the shoals at both sides of the entrance, and its minimum width 
160 m., located in the vicinity of Pt. Gitana. 

Channel tends to narrow in the middle of its course and it is here 
where precautions should be exerted, because it is considered 
dangerous. In its deepest part the channel is 49m. deep, and its 
minimum depth is 20.12 m. 

Limitations as to length and draft of vessels to enter to or sail from 
this port are those imposed by the place of operation. 
ANCHORAGES: Del Medio Cay Anchorage: 

Located at about 500 m. West of Bruja Cay. 

Draft 8.53 m., max. length allowed 163 m. 

Swinging area: About 350 m. 

Soft mud bottom but anchors hold well. 

It is sheltered from the winds, except those from the S.E. 

In the rainy season, when rivers overflow, currents can be felt. 
RESTRICTIONS: Due to the strong tidal currents it is necessary to wait 
for slack water, to enter to or sail from this port, which can be effected 
only in daylight. 

MAX. SIZE: Max. size for entering/leaving Tamano: LOA 180 m., draft 
10.67 m. 
Max. size at Punta Gorda Pier: “See Berthing”. 
TUGS: Vessels over 157 m. require tug assistance. 
BERTHING: Punta Gorda Pier: 
North side: 
(a) Max. draft: Base 4.17 m. 
Head 6.10 m. 
(b) Max. length: 157 m. 
South side: 
(a) Max. draft: Base 5.79 m. 
Head 6.71 m. 
(b) Max. length: 157 m. 
Operational Capacity: There is berthing space for two vessels, but due 
to lack of port personnel, it is advisable io operate only one vessel at a 
time. 
Cargoes handled at the Port: 

Exports: Bagged raw sugar, refined sugar and molasses. 

Imports: None at the present time. 

Coastal Trade: Discharge of fuel oil. 

STEVEDORES: Working periods: Monday to Friday 0700-1100 hrs., 
1300—1700 hrs.; Saturday 0700—1100 hrs.; Sunday no work performed. 

Raw sugar: 975 sugar bags loaded per gang period. 6 sugar bags 
loaded per sling. 

Refined sugar: 1,875 bags of 100 Ib., loaded per gang period. 12 bags 
of 100-Ib. type loaded per sling. 

General Cargo: Working periods same as for sugar. 

MEDICAL: Crew members requiring medical care are treated at Cayo 
Mambi. If specialised treatment or hospitalisation is required, patients 
are sent to Mayari Hospital or Lenin Hospital at Holguin. 

TANKERS: Molasses average pumping rate: 20,000 g.p.h. Fuel oil 
average pumping rate: 11,750 b.p.h. 

Tanker vessels up to 163.07 m. can enter and operate at pier. 

Fuel oil: 1 connection 12 in. in diameter. 

Molasses: 1 connection 8 in. in diameter. 

COMMUNICATIONS: Only means of communication at Tanamo is 
telephone service. However this service is not to be depended upon 
and it is advisable to notify Antilla Agency well in advance of any 
instructions or changes pertaining to vessel's operations. 
TRANSPORTATION: Transportation means to and from Tanamo are 
rather poor. Transportation between Tanamo and Antilla (and other 
nearby ports) is performed by car. 

Last 4 km. of road to reach Tanamo are embankment roads in very 
bad condition which can be transited only by jeep or truck. 

There is a rail car service up to Cayo Mambi. 

Best advisable means of travelling is to travel to Nicaro by road and 
from there fly to Santiago or Havana. 

Bejan WATER: Can be supplied at Punta Gorda, delivery by pipeline 

Y gravity. 

FUEL/REPAIRS: Not available. 

AUTHORITIES: Under Cuban Customs laws and regulations, Tanamo 
is a sub-port of Antilla. Some of the Authorities have delegations at Cayo 
Mambi, others are located outside of Tanamo, but if ETA message is 
given sufficiently in advance, all Authorities travel to Tanamo, re 
they wait to clear the vessel. 


AGENT: Tanamo is attended by Antilla Agency personnel. 
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VITA (sub-port of Gibara — Oriente Province): 
21.05 N. 75.57 W. (See Piay 


LOCATION: Vita is a small, sheltered, landlocked bay on the North coz, 
of Oriente province. 

Vessels within its premises are well protected against all kinds » 
weather. 

This port handles the export of the production of Rafael Freyre Suge 
mill, formerly Santa Lucia. As it is close to the town of Santa Lucia ay 
due to the former name of the sugar mill, this port is also known » 
Santa Lucia, Oriente. 

APPROACHES: The entrance channel is narrow, with some turns whi 
become risky due to the narrowness of the channel, and precautioy 
must be taken for the crossing of all its course. 

While approaching Vita, on the East side of port entran: 
Pt. Barlovento lighthouse can be seen, located: Lat. 21° 06’ 01.1") 
Long. 75° 57’ 39.4” W., 13.72 m. high, above high tide, white light whig 
flashes twice every 6 secs., visible up to 10 miles away. 
PILOTAGE: Pilots board vessels 3 miles from entrance channg 
Distance from place where Pilots board vessels to dock is 5 miles. 
ANCHORAGES: Vita anchorage is located at about 190 m. from th 
pier, but as there is insufficient swinging area, it is only recommends 
as suitable for medium sized vessels. 

RESTRICTIONS: Entry and sailing only during daylight. 

MAX. SIZE: Max. draft with which vessels can enter/sail is 7.92 m. Tid 
variation averages 2.9 ft. Max. length 150 m. 

BERTHING: The pier is located at a village named Vita on a peninsy: 
which projects from the South shore of Vita Bay. 

The pier lies across the end of the mentioned peninsula, orientatx 
from East to West; the berthing space is the North side since the Sou 
side is partially attached to shore. 

Along the length of the pier and connected to Rafael Freyre suge 
mill, runs single narrow gauge railroad tracks. 

Vita Pier: (North side): Length 300 ft. Max. length allowed: 150 m. Dre 
allowed: 7.92 m. 

Imports: Jute bales, bagged fertilisers. 

Exports: Bagged raw sugar, molasses. 

Coastal Trade: Discharge of fuel oil. 

Only 1 vessel can be operated. 

South side of pier is for small craft. All cargo handling takes plac 
ee ship/truck as there is no warehouse in port. 
STEVEDORES: Working periods: Monday to Friday 0700—1100 hrs 
1300—1700 hrs.; Saturday 0700—1100 hrs. 

800—1,100 sugar bags loaded per gang period. Four sugar bags at 
loaded per sling. 

MEDICAL: Crew members requiring medical attention are treated ¢ 
Santa Lucia Hospital or Lenin Hospital at Holguin. 

TANKERS: Average pumping rate (molasses) 25,000 g.p.h. 
COMMUNICATIONS: Means of communication of Vita are telephor 
and telegraph. 

Vessels navigating to Cuba can communicate with Antilla Ageng 
through “CLA” Havana Radio Station which relays the messag 
promptly to Antilla. 

Once vessels have arrived in front of the port, they can communica 
with the port by means of VHF. 

Masters must send their ETA messages simultaneously to Mambs: 
Antilla and Mambisa Habana. 

FRESH WATER: Can only be supplied in exceptional cases and’ 
limited quantities by tanker truck of 4.5 tons capacity. 
FUEL/REPAIRS/DUNNAGE: Not available. 

TRANSPORTATION: There is no transportation difficulty since the po 
is connected with the highway for travelling to any place. 

At distance of 16 km., there is a beautiful tourist beach where créer 
members can gy once proper arrangements have been accompishet 
AUTHORITIES: All Port Authorities are located at nearby towns, W 
travel to Vita in order to clear vessels. 
rly Cuban Custom laws and regulations, Vita is a sub-port’ 

ibara. 


AGENT: The port of Vita is temporarily attended by Mambisa Anti 
Agency personnel. 


cyprus 
AKROTIRI: 34.34 N. 33.02 Ei 


SHIPMASTER'S REPORT: January 1994. 


CHART: B.A. Chart No. 849 — Ports in Western Cyprus. 
DOCUMENTS: Vessels are to proceed to the anchorage 1.5 miles off 
the old port at Limassol for clearance by Cypriot authorities. 
The honing documents are required: 

6 copies Crew List. 

1 copy Crew Declaration. 

2 copies Bonded Stores List. 

1 copy Cargo Manifest. 
pILOTAGE: On completion of formalities, vessel proceeded to Akrotiri 
with Limassol Pilot on board. 
VHF: Pilot on Channel 10. 
BERTHING: Vessel approached the mooring from North. A boatman in 
a mooring boat drops a rubber balloon into the water to indicate exact 
position for dropping of port anchor. A tug will assist by pushing on the 
port side. When in moored position, vessel has 6-8 shackles out on port 
anchor, headline to buoy on starboard bow and lines to 3 mooring buoys 


(See Plan) 


ft. 

CARGO OPERATIONS: Cargo to be discharged was 8,000 cu.m. of 
Jet Ai for the R.A.F. at the Sovereign Base Area at Akrotiri. 

Cargo was discharged through 2x8 in. sealines at 800 — 850 cu.m./hr. at 
100 p.s.i. 

6 5 8 R.A.F. personnel assist with sampling and hose connection. 
Three mooring boatmen remain on board to assist with vessel's 
requirements. 

DEPARTURE: Vessel left berth without Pilot and tug. 

Mooring launch in attendance to let go lines. 

A Customs officer from Akrotiri comes on board to check seal on 
bonded store. 

AUTHORITY: The Commander, R.A.F. Akrotiri, Sovereign Base Areas 
(Cyprus), Akrotiri, Cyprus. 


DHEKELIA “B”’: 34.58 N. 33.45 E. 


Sovereign Base Area 
DOCUMENTS: 
3 Crew Lists. 
4 Passenger Lists. 
1 Arrival Declaration. 
1 Crew Declaration. 
1 Store List (for cigarettes, spirits, etc.). 
2 Manifests (Customs forms). 
PILOTAGE: Compulsory for berthing. The tanker berth is situated in 
ane ose Pilot available through Harbour Master at Larnaca 
iles). 
RESTRICTIONS: Vessels may dock in daylight only. 
__ MAX. SIZE: Tankers up to 735 ft. length with max. draft 41 ft. 
__ HEALTH: Pratique granted by Health Authorities after boarding on 
arival. No Pratique necessary when vessel arrives from another port in 


rus, 
_ RADIO: Walkie-talkie. 

TUGS: Available and necessary for docking. Not required for undocking. 
ERTHING: Three conventional buoy moorings for tanker discharging 
‘uel oil to Dhekelia “B” Power Station. Connection made amidships on 
he port side. No slop facilities available. Terminal crew connect and 
ssconnect hoses. Ship’s gangway required. Diameter of line 12 in. 
Pape to tanks 2,136 ft. Max. pressure 140-145 p.s.i. Depth of water 

m 


(See Plan) 


MEDICAL: Necessary for Agent to receive advance notice of medical 
attention required. Hospital facilities available. 
DENSITY: 1025. 
FRESH WATER: Not available. 
R EL: Not available. 
REPAIRS: Light machine shop. 
ThaTOMS ALLOWANCES: See “Limassol”. 
| : NE: GMT plus 2 hours. GMT plus 3 hours from last Sunday in March 
OE last Sunday in September. 
aN TFICATION CARDS: When on shore leave, Seamen's Books 
SUTHORITY: Electricity Authority of Cyprus, 15 Photis Pittas Street, 
Gri ‘ Box 4506, Nicosia. Tel: (02) 462001. Telex: 2432 Grid Cy. Cables: 
Nicosia. FAX: (02) 457658. Contact: The General Manager. 


| 
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CYPRUS 


FAMAGUSTA: 35.07 N. 33.57 E. (See Plan) 
DOCUMENTS: 

1 Arrival Declaration Form. 

1 Maritime Declaration of Health. 

4 Crew Lists. 

4 Passenger Lists. 

1 List of Ship's Stores. 

1 Personal Declaration of Crew (wines, spirits, tobacco, cigarettes, 

cigars, jewellery, cameras, watches, arms and ammunition, etc.) 

1 Appointment of Agent Form. 

1 Cargo Manifest (If not forwarded by airmail). 

1 Dangerous Cargo List. 

PILOTAGE: Masters to cable ETA 24 hours before arrival to Agents so 
as to enable them to arrange berthing and pilotage. Pilotage is 
compulsory for ships in excess of 300 g.r.t. 

In normal weather conditions Pilot boards vessel at Turning Buoy or 
at anchorage. In rough weather conditions, Pilot may advise Master to 
proceed to entrance of Outer Harbour, where Pilot will board the vessel. 
Communications between pilot stations and vessels approaching port 
and/or anchored at roadstead by VHF Channel 16. 

Pilot Boat: Open motor launches, light grey colour, flying Pilot's flag, 
light and sound signals for Pilot. 

Requirements: International signals apply. 

ANCHORAGES: Vessels not berthing on arrival, to anchor at roadstead; 
East of flashing buoy (Lat. 35° 08’ 55” N., Long. 33° 56’ 06” E.) which 
marks the entrance to the channel. 

Exposed to: N.E., E. and S.E. winds. In case of very bad weather, 
a safe anchorage to be sought further North, near haz area. 

; ene vessels may anchor within the breakwater in depth of 5.5 m. to 
3m. 

RESTRICTIONS: Passenger vessels (Vessels built to carry more than 

12 passengers) allowed to enter port up to 2300 hrs., provided such 

veous y will be at Turning Buoy by that time and also if berth space is 

available. 

Cargo vessels allowed to berth until sunset provided berth space is 
available. 

No tide restrictions, but for vessels entering Inner Basin max. draft 
22 ft. and for Outer Basin max. draft 30 ft. 

MAX. SIZE: 
Inner Harbour: Max. permissible draft 6.7 m. (22 ft.) 
Max. permissible LOA 131 m. (430 ft.) 
Outer Harbour: Max. permissible draft 9.15 m. (30 ft.) 
Max. permissible LOA 220 m. (722 ft.) 

Height of quay above sea level is 1.8 m. 

The approach channel to the Outer Harbour is 10.30 m. deep and 
mean width of entrance 183 m. Range of tide: 0.45 m. 

HEALTH: Pratique is required only at first port of call in Northern Cyprus. 
Pratique is date either before or after berthing as appropriate. 
RADIO/VHF: “Northern Cyprus Radio” R/T 2182, VHF Channel 16. 
Famagusta Pilots equipped with VHF radio-telephone operating on 
Channel 16 and 14 during office hours. 

TUGS: 3 tugs, 150 h.p., 650 h.p. and 1,300 h.p. available. Tugs join 
vessel at entrance of Outer Basin and ship's lines are used. Use of tugs 
is at the discretion of Pilot. No charges made for the use of first tug. 
If more than one tug is required they may be hired on hourly basis. 
BERTHING: According to rotation of ships with exception of passenger 
and citrus ships. Vessels may berth alongside between 0600 hrs. and 
sunset, unberthing of ships between 0600 hrs. and midnight including 
weekends and official holidays. 

Inner Harbour Quay: Length: 540 m. 

Outer Harbour Quay: Length: 655 m. 

Ro-Ro vessels may berth either bows on or stern to the quay. 
CRANES: A floating crane lifting 60 tons at 20 m. 1 Tower crane 36 tons. 
21 mobile cranes of different lifting capacities. 

BULK CARGO FACILITIES: Vessels up to 3,000 d.w.t. discharged with 
mobile grab cranes. 

Average discharge rate for ore and bulk cargoes is 450 tonnes per 
day. 

Two pneumatic conveyors of 60 t.p.h. capacity also available. 
STEVEDORES: Gangs to be ordered by 1500 hrs. previous day. For 
Saturday and Sunday work, gangs to be ordered by 1500 hrs. Friday. 
It is also possible to apply for gangs during the weekdays a.m. and/or 
p.m. subject to gangs available. 

Average rate of discharge: General cargo, 10 — 15 tons, bagged cargo, 
15 — 20 t.p.h. per gang. 

Working hours weekdays 0800 — 1200 hrs., 1300 — 1700 hrs., overtime 
work until 2300 hrs. is possible, but with extra charge. 


MEDICAL: Advisable for Masters to include in ETA message to Agents 
if any medical attention required; hospital and private clinic facilities 
available. Inoculations or vaccinations according to prevailing 
circumstances. 


DENSITY/TIDE: Mediterranean salt sea water. Difference of 1 ft. — 2 ft. 
between low and high water. 


FRESH WATER: Water hydrants installed alongside quay, both at Inner 
and Outer Basins and delivery through hoses; rate of delivery 10 tonnes 
— 15 tonnes per hydrant per hour. 

Note: Certain limitations to quantities deliverable can be possible during 
Summer months (June-September) owing to general shortage of water. 


FUEL: No bunkering facilities alongside quay. Limited fuel deliveries to 
vessels alongside quay can be made by lorry tankers of 8 — 10 tons 
each. 


REPAIRS: Minor repairs for deck and engine can be carried out at local 
workshop. Cement boxes and plating both above and underwater can 
be carried out. 


DRY DOCKS: No dry docks. 2 slipways operate at South end of port 
and can take vessels up to 500 tons burden. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle, 


SURVEYORS: 

(1) Cargo surveyors available. 

(2) Refet L. Egemen & Co., Nicosia. Sub-Agent of Catoni Agents, 
Mersin, Turkey, who are the representative of Lloyd's in Mersin, 
Turkey (for insurance purposes but not for classification). 

GANGWAY/DECK WATCHMEN: Not obligatory, but may be used if 
Master requires. 

OPENING/CLOSING HATCHES: Carried out by ship's crew; stevedores 
on board are sometimes willing to assist but they are not obliged to do 


so. 
CUSTOMS ALLOWANCES: 200 cigarettes or 250 grams tobacco, and 
0.75 cl. spirits, 0.75 cl. wine per man per week. 

For reasons of administrative convenience, issues of high duty goods 
for use by crew on board is being made every week. 

The Master, Chief Officer and the Chief Steward of ocean going 
vessels may be granted more quantities of the above high duty goods 
as may be considered reasonable by Customs Authorities, on request. 

The above allowances are in force in ali Northern Cyprus ports. 
CARGO GEAR: Mostly supplied by shore stevedores or other 
contractors against payment. Any gear supplied by the vessel should 
be certified to the effect that it is tested and found to be suitable for the 
purpose used. 

AIRPORT: Ercan Airport, 30 miles from Famagusta. Connections to U.K. 
and Middle East countries via Turkish airports. 

TIME: GMT plus 2 hours. 

HOLIDAYS: Recurrent official port and Customs holidays: 

First weekday of January, 23rd April, 1st May, 19th May, 20th July, 
1st August, 30th August, 29th October, 15th November, Ramazan 
Bairam (1st, 2nd and 3rd days), Kourban Bairam (1st, 2nd, 3rd and 4th 
days), Birthday of Prophet. 

All ports closed for work with the exception of shipping traffic on New 
Year's Day and on ist May. 

POLICE/AMBULANCE/FIRE: Police Headquarters Tel: 036-65310, 
036-65321. Ambulance Tel: 036-65328, 036-62876. Fire Brigade Tel: 
036-65389. 

EMERGENCY CO-ORDINATION CENTRE: Not specially available, but 
Famagusta pilot station Tel: 036-65388, 036-64790 and/or Port 
Headquarters Tel: 036-62626, 036-62627, 036-62951 may be of 
assistance. 

TELEPHONES: Public telephone boxes available on the quayside. 
SERVICES: Compass adjusting; radar repairs; scraping and painting 
ship's sides. 

BANKS: Messrs., Midland Bank (Overseas Branch) Ltd., in the U.K. is 
the official correspondent of the following local Banks: 


Name Address Telex: 
Turkish Bank Ltd. Famagusta 57138 Trba Tk 
57103 Otaf Tk 
Is Bank (A.S.) Famagusta 57179 Isbm Tk 
Credit Bank Ltd. Famagusta 57246 Kkib Tk 


STORING: See “Prelims”. 

1. Vessel can be stored by barge or truck. 

2. No regulations concerning barge storing. Customs Stores 
Regulations applicable. 

3. Trucks can proceed alongside at the berth from a close distance 
of 2 ft. from the edge of the quay walls. 

4. Fork lift trucks can be used on the jetty to handle storing. 

5. Customs storage charges in force. 

6. Local Ri we can be employed to assist with storing. 

SHORE LEAVE: All crew members allowed ashore after Free Pratique 
granted. Each crew member to carry Landing Card. 
IDENTIFICATION CARDS: Passports and/or Seaman's Books are 
accepted by the Police and Immigration Authorities. 

On ship's arrival, Passports and/or Seaman's Books are retained by 
the Immigration Authorities against the issue of Landing Cards which 
are used until the ship's departure when the passports and/or Seaman's 
Books are returned to the Master. 

GARBAGE DISPOSAL: Plastic bags are supplied to all vessels on 


arrival and garbage is collected each day between 1200 hrs. and 1300 hrs.. 


Drums are also provided on the quayside. For large quantities a truck 

must be hired. Contact the Harbour Master, Tel: 65388/64790. 

WASTE OIL DISPOSAL: Can be arranged by the agent. 

SEAMAN’S CLUBS: None, but Harbour Master will assist where 
ssible. 

CURRENCY: Turkish Lira (TL). U.S.$ 1.00 = 18,000 TL (15.3.94). 

REGULATIONS: Authority is required from Harbour Master: for 

immobilising engine for cleaning or repairs whilst vessel alongside quay; 

for lowering lifeboats; for using ship's radio; for sailing (Port and Customs 

Clearances are required). 

Ships berth by rotation according to time of arrival. However, 
Passenger and cruising vessels as well as ferryboats can berth 
(maximum 2 berths) on priority. 

DELAYS: Delays in berthing are very seldom. Slight congestion of 1 or 
2 days during citrus export season. 

GENERAL: Flag of Northern Cyprus to be hoisted on mast from 
0800 hrs. to Sunset. 

Landing of dogs or other animals not allowed. Disposal of doen 
and waste strictly prohibited both in port and territorial waters. Garbage 
and waste are collected by the municipality against a nominal fee, 
through Agents. 

Charts: Relevant Admiralty Publications: B.A. Chart 847, 851, List of 
Lights Vol. E., Mediterranean Pilot Vol. V., Tide Tables Vol. |. (European 
Waters). 

Free Port: Part of the Outer Harbour is being used as a Free Port, 
adjacent to which is the Industrial Free Zone with a maximum 
development area of 554,964 sq.m. 

The Free Port and Zone is managed by the Free Port Manager who 
is responsible to the Board of Directors and function under the auspices 
of the Ministry of Trade and Industry. 

Directorate: Tel: 392-36-66164, 392-36-64775. Telex: 57140 Mslib Tk. 
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AUTHORITY: Ministry of Communications & Works, Departmen, 
Ports, pameques Northern Cyprus. : 
Postal Address: The Director of the Department of Ports, Famaguy 
(Gazi Magusa) via Mersin 10, Turkey. Tel: 392-36-3662626, 392. 
3662627, 392-36-3662951. FAX: 392-36-3666465. Contact: Erp 
Demirciler, Director of Ports. 
Harbour Master's Office: Te/: 392-36-65388, 392-36-64790. 
Also see “General”. 


GEMIKONAGI (Morphu Bay): 35.08 N. 32.50 E. 
(See Play 


DOCUMENTS: See “Famagusta”. 
PILOTAGE: Government pilot available from Kyrenia Tourism Harboy 
ANCHORAGES: Anchorage point Lat. 35° 09.2’ N., Long. 32° 49.8’; 
at exposed to W. and N.W. winds. 
RESTRICTIONS: Karavostassi Jetty established for loading minera 
ee oe A operations not available. 
HEALTH: Pratique is required only at first port of call in Northern Cypnx 
Pratique is Lhe either before or after berthing as appropriate. 
RADIO/VHF: “Northern Cyprus Radio” R/T 2182 kHz. and VH 
Channels 16, 26 and 27. 

Kyrenia Tourism Harbour Pilots maintain VHF watch on Channel \ 
during working hours. 
BERTHING: 
Karavostassi: One jetty berth with depth alongside 18 m. for loadin 
ee by conveyor belt. Average capacity 1,000 t.p.h. Vessels mo 
to buoys. 
Xeros Pier: 132 m. long with depth of 4.3 m. at outer end. Pier only usy 
by small coasters, weather permitting, as it is exposed to North wing 
One crane of 5 tons capacity is available. 
MEDICAL: Government hospital in Lefka area. 
DENSITY: 1027. 
FRESH WATER: Not available. 
FUEL: Not available. 
CUSTOMS ALLOWANCES: See “Famagusta”. 
REPAIRS: Minor repairs for deck and engine can be carried out at love 
workshop. 
AIRPORT: 70 km. to Ercan Airport. 
TIME: GMT plus 2 hours in Winter. GMT plus 3 hours in Summer. 
SHORE LEAVE: All crew members allowed ashore after Free Pratiqu 

ranted. Each crew member to carry a Landing Card. 

AARBAGE DISPOSAL: Not available. 
WASTE OIL DISPOSAL: Not available. 
SEAMAN’S CLUBS: None. 
GENERAL: Tides: Max. tide 0.45 m. 
Stores: Available. 
AUTHORITY: Ministry of Communications & Works, Department ¢ 
Ports, Famagusta. 

Postal Address: The Director of the Department of Ports, Famagusi: 
6 Magusa Trnc, via Mersin 10. Te/: 392-36-62626, 392-36-62627, 3% 
36-62951. FAX: 392-36-3666465. Contact: Davut Izkan, Director ¢ 
Ports. 

Official at Gemikonagi: Mehmet Umur, Officer in Charge:Tel: 07717 
340/334. 


KALECIK (Gastria Bay): 35.19 N. 33.59 E. 


DOCUMENTS: See “Famagusta”. 

PILOTAGE: Not compulsory. If required, supplied from Famagusta. 
ANCHORAGES: Anywhere within the limits of Gastria Bay. Occasiow 
storms mainly from North, N.E. and N.W. directions. No hazards ° 
sandbars exist. Vessels can approach from any direction as there is® 
approach channel. 

NAVIGATION AIDS: 

Name: Cape Elia Lighthouse. 

Place: 10 nautical miles N.E. of Famagusta. 

Position: Lat. 35° 19.5’ N., Long. 34° 02.8’ E. 

Characteristics of Light: Fl. 10 secs. 

Range of Light: 15 nautical miles. 

Period and Phase: Fl. 1 sec., ev. 9 secs. 

Arc of Visibility: 360°. 

Colour and Peculiarity of Lighthouse: Concrete tower with horizon 
black and white stripes. 

Height in metres of building from base to vane: 11 m. 

Height in metres of centre of lantern above MHWS: 31 m. 
RESTRICTIONS: None, but advance notice should be given by cablé 
HEALTH: See “Famagusta”. 

RADIO/VHF: No radio or VHF facilities at this port. Ships calling * 
Kalecik should communicate with Northern Cyprus Radio or Fai 

Pilot Station. 

TUGS: Not required. Private mooring boats available to assist in ™ 
mooring operations. 

BERTHING: Concrete pier with a conveyor belt and crane operated” 
Boghaz Industry & Mining Co. Ltd. and solely used for exportation? 
cement, etc. Lat. 35° 19’ N., Long. 34° 00.1’ E. 2 

Length of the pier 42 m. At a distance of 44 m. from the far ene” 
the pier there is a dolphin used for mooring purposes. Ships of 100° 
LOA may have a safe berth alongside. Depth of the water alongside * 
pier is 6.0 m. Installation suitable for unloading and/or loading of be 
and bagged cargoes with a maximum hourly rate of 250 tons. 


(See Plan 


sTEVEDORES: Privately arranged by the Shippers. 
AL: See “Famagusta”. 

TANKERS: Tanker terminal with underwater pipelines extending 410 m. 
nto the sea. Operated by Cyprus Turkish Petroleum Products Co. Ltd. 
at. 35° 19.1" N., Long. 33° 59.4’ E. f 

Ships moored between two buoys which have a distance of 160 m. 
fom one to the other, also using anchors. Max. depth 9.0 m. 

: 1025. 

FRESH WATER: Not available. 
FUEL: Not available. ; 
cUSTOMS ALLOWANCES: See “Famagusta”. 
CARGO GEAR: Ship's gear. 
REPAIRS: Minor deck and engine repairs may be carried out by local 


wey DOCKS: No dry docks. 

AIRPORT: Ercan Airport 50 miles from port. 

TIME: GMT plus 2 hours. 

HOLIDAYS: See “Famagusta”. 

POLICE/AMBULANCE/FIRE: See “Famagusta”. 

TELEPHONES: Available at the nearby installations. 

SERVICES: See “Famagusta”. 
SHORE LEAVE: All crew members allowed ashore after Free Pratique 


yanted. 
DENTIFICATION CARDS: See “Famagusta.” 
GARBAGE DISPOSAL: Mooring boat can be used for garbage 


disposal. 
WASTE OIL DISPOSAL: No facilities available. 
SEAMAN’S CLUBS: None. 
CURRENCY: Currency is Turkish Lira (TL). 
REGULATIONS: Authority is required from the Harbour Master 
Famagusta for using ship's radio. For sailing, Port and Customs 
Clearances are required. 
DELAYS: No delays. 
GENERAL: Flag of Northern Cyprus to be hoisted on mast from 
0800 hrs. to sunset. 
AUTHORITY: Harbour Master and Senior Pilot — Famagusta. 
Tel: 392-36-65388, 392-36-64790. 
Also see “Famagusta”. 


KYRENIA: 35.20 N. 33.19 E. 


LOCATION: 
Kyrenia Tourism Harbour: 35° 20.5’ N., 33° 19.8’ E. 
Kyrenia Yacht Harbour: 35° 20’ N., 33° 19’ E. 
UMENTS: See “Famagusta”. 
| APPROACHES: Sea approach is unobstructed with deep water and 
Tourism Harbour entrance has a 180.0 m. width. 
PILOTAGE: Pilotage is compulsory for vessels over 300 g.r.t. Harbour 
Pilot maintains VHF watch on Channel 16, during working hours. 
Pilot Boat: Open motor launch, orange colour, flying Pilot's flag, light 
and sound signals for Pilot. 
Requirements: International signals apply. 
ANCHORAGE: 0.8 miles N.W. of Yacht Harbour Entrance light, in 
depths 22 m. to 24 m. 
RESTRICTIONS/MAX. SIZE: 
_ (a) Kyrenia Tourism Harbour: This harbour used only by passenger 
| vessels (passenger ferries, hydrofoils, etc.). 
Max. LOA: 110 m. 
Max. draft: 7.0 m. 
(b) Kyrenia Yacht Harbour: This harbour used only by pleasure craft 
and yachts. 
Max. LOA: 30 m. 
Max. draft: 2.6 m. 
HEALTH: Pratique is required only at first port of call in Northern Cyprus. 
Pratique is tlle either before or after berthing as appropriate. 
RADIO/VHF: Northern Cyprus Radio. Radio Telephone 2182 kHz. VHF 
Channels 16, 26 and 27. 
TUGS: 1 x 150 h.p. and 1 x 225 hp. 
BERTHING: Berthing and unberthing of vessels carried out between 
0600 hrs. and midnight, including weekends and official holidays. 
| Kyrenia Tourism Harbour: 6 quays with depths of 3.0 m. — 8.0 m. and 
_ Various quay levels above LWOST from 1.25 m. — 1.75 m. 


(See Plan) 


Kyrenia Yacht Harbour: Depth in basin 3.2 m. Depth alongside 3.0 m. 


MEDICAL: State hospitals and private clinics available. 

DENSITY: Mediterranean salt sea water (1027). 

FRESH WATER: Available. U.S.$ 5.0 per tonne. 

FUEL: No bunkering facilities alongside quay. Limited fuel deliveries to 
vessels alongside quay can be made by lorry tankers of 8—10 tons each. 
ee Minor repairs for deck and engine can be carried out at local 


workshop. 

CUSTOM ALLOWANCES: Same as Famagusta. 

AIRPORT: 40 km. to Ercan Airport from Kyrenia. 

TIME: GMT plus 2 hours in Winter. GMT plus 3 hours in Summer 
(May~September). 

HOLIDAYS: Same as Famagusta. 


_ POLICE/AMBULANCE/FIRE: 
Police Tel.: 8152014 — 8152125. 
ee Tel.: 8152266 — 8152254. 
BANKS: ire Tel.: 81199. 
Name Telex FAX 
Turkish Bank Ltd., Kyrenia. 57560 8151363 
Is Bank A.S., Kyrenia. 57615 8151090 
Credit Bank Ltd., Kyrenia. 57334 8151192 


Midland Bank (Overseas Branch) Ltd. in the U.K. is the official 
°orrespondent of the above banks. 


ee 
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SHORE LEAVE: All crew members allowed ashore after Free Pratique 
vemas Each crew member has to carry a Landing Card. 

ARBAGE DISPOSAL: Drums are provided on the quayside. Contact 
Kyrenia Tourism Harbour, Tel: 8154987/8, or Kyrenia Yacht Harbour, 
Tel: 8152145. 

WASTE OIL DISPOSAL: Can be arranged by the ships agent. 
SEAMAN’S CLUBS: None. 

CURRENCY: Turkish Lira (TL). U.S.$1.00 = 18,000 TL (15.3.94). 
REGULATIONS: Same as Famagusta. 

GENERAL: Flag of Northern Cyprus to be hoisted on mast from 
0800 hrs. to sunset. 

Landing of dogs or other animals not allowed. Disposal of ermeoe 
and waste strictly prohibited both in port and territorial waters. Garbage 
and waste are collected by the municipality against a nominal fee, 
through Agents. 

Relevant Admiralty publications: B.A. Charts 2632, 237, 2074, 2606. 
Mediterranean Pilot: Vol. V. List of Lights: Vol. E. 

Weather: Harbour exposed to N., N.E., N.W. and E. occasional storms. 
Tide: Max. tide 0.45 m. 
Provisions: Plentiful. 
AUTHORITY: Harbour Master and Pilot: Mr Davut Izkan. Tel: 8154987 
— 8154988. 

Also see “Famagusta”. 


LARNACA: 34.55 N. 33.39 E. (See Plan) 


PORT LIMITS: The 7 ap limits are: That part of the coastline and the 
territorial waters of Cyprus contained within a line drawn 089° to the 
high seas from Livadhia Church Belfry and a line drawn 089° from 
spec! (Hala Sultan Tekke) on Admiralty Chart No. 851 of 8th August, 
1941 


DOCUMENTS: 

4 Crew Lists. 

4 Passenger Lists. 

4 Transit Passenger Lists for passenger ships only. 

1 Arrival Declaration. 

1 Crew Declaration for dutiable goods. 

3 Stores List (cigarettes, spirits, etc.). 

2 Manifests (Customs Forms). 

1 Customs General Declaration. 

1 Firearms Declaration. 

1 Health Declaration. 

1 Cargo Gear Declaration. 

PILOTAGE: Ships are not allowed to enter the port or berth at the 
mooring buoys outside the breakwater port without Pilot, unless 
permission is granted by the Port Authority. Pilot boards vessel at 
roadstead. Master must give 24 hours notice of ETA to vessel's Agents 
to enable them inform the Port Manager in time. Pilot boats are off-white 
in colour with words “Larnaca Pilots” written on the sides in blue letters. 
Pilot may be contacted on VHF Channels 16/14 during office hours 
0730 -— 1430 hrs. and Channel 14 at any other time during port 
operations. Pilot's telegraphic address is “Port Manager, Larnaca 
Cyprus”. Tel: 04-635405. 

ANCHORAGES: Open roadstead. 

Prohibited Anchorage: 

Positions of Prohibited Anchorage: 

1. Lat. 34° 54’ 39” N., Long. 33° 38’ E. 

2. Lat. 34° 54’ 16.8” N., Long. 33° 41’ E. 

3. Lat. 34° 52’ 48” N., Long. 33° 38’ E. 

4. Lat. 34° 52’ 48” N., Long. 33° 41’ E. 

Positions of Prohibited Anchorage obstruction of the Port Entrance: 

1. Lat. 34° 55’ 21" N., Long. 33° 37’ 49” E. 

2. Lat. 34° 55’ 21” N., Long. 33° 40' 18” E. 

3. Lat. 34° 55’ 55” N., Long. 33° 39’ 03” E. 

4. Lat. 34° 55’ 55” N., Long. 33° 40’ 37” E. 

RESTRICTIONS: See “Max. Size” and “Berthing”. 

Rise of tide up to 1.5 ft. 

MAX. SIZE: For berthing in the port, vessels must not exceed LOA 
202 m. (662 ft.). However, vessels in excess may receive berthing 
permission if vessel's manoeuvrability and prevailing weather conditions 
permit. 

The port is dredged to 12.0 m., and the approach channel is dredged 
to 13.0 m. Max. draft allowed 11.4 m. The height of the quay above sea 
level is 2.30 m. 

Tankers discharge outside port at mooring buoys. Draft up to 41 ft. 
Max. LOA 730 ft. 

HEALTH: Pratique is required at Cyprus first port of call only. Pratique 
is granted either before or after berthing as appropriate. 

RADIO: Cables sent through “Cyprus Radio”, call sign: 5BA. 
RADAR/VHF: Port Manager Larnaca and Pilot service on VHF 
Channels 16 and 14. 

TUGS: Port Authority tugs join vessels outside breakwater using ship's 
lines. 3 tugs available. A tug with 35 tons bollard pull will be delivered 
late 1993. 

BERTHING: Vessels may berth or unberth between 0600 hrs. and 
midnight. Cargo vessels are allowed to berth during night-time provided 
berth space is available and vessel will immediately operate with at least 


1 gang. 

Quay length: (a) Main quay 666 m. and (b) Floating pontoon quay 200 m. 
Ro-Ro ramp available in Northwestern basin of the port. 

Warehouse Space: 18,000 sq.m. 

Container and General Cargo paved Stacking Areas: 150,000 sq.m. 
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Equipment: 1x45 tonne heavy duty crane on rails with articulated jib, 
especially designed and equipped to handle containers. Two container 
gantry cranes in operation. 1 x35 ton level luffing crane. 1 x36 ton heavy 
harbour mobile crane for containers. 8x5 — 16 ton mobile cranes. 4x 15 
— 40 ton fork-lift trucks for container handling. 17 x2 —8 ton forklift trucks. 
36 x 10 — 40 ton trailers and 5 tractors. 
BRIDGES: None. 
STEVEDORES: 24 hours notice of ETA to Agent is required to enable 
him arrange gangs. 
MEDICAL: It is necessary for Agents to receive advance notice of at 
least 2 — 3 hours before vessel's arrival. Hospital facilities constantly 
available. Inoculations or vaccinations are required according to 
prevailing circumstances. 
TANKERS: Diameter of discharge lines up to 12 in. Max. draft 32 ft. 
Discharging takes place at mooring buoys outside port. Position of buoys 
Lat. 34° 54.75’ N., Long. 33° 39’ E. No slop discharge facilities. 

Buoy berths outside port: 
Oll Tankers Berths: 
Cyprus Petroleum Refinery: Berth: LOA 214 m. Max. draft 11.6 m. Depth 
of water 13.7 m. 
Petrolina: Stern discharge facilities only. LOA 214 m. Max. draft 11 m. 
Depth of water 13 m. Slop tank 2,000 tonnes. 
Gas Tankers Berths: 
Mobil: Pipe diameters: 3 in. for liquid, 2 in. for vapour. Depth of water 
13 m. LOA 110 m. 
Synergas: Pipe diameters: 4 in. for liquid, 2 in. for vapour. LOA 110 m. 
Depth of water 9 m. Draft 8.5 m. 
Central Gas: Pipe diameters: 3 in. for liquid, 2 in. for vapour. LOA 110 m. 
Depth of water 6.5 m. Draft 6 m. 
DENSITY: 1025. 
FRESH WATER: Facilities available on quay. Delivery by hoses at about 
50 t.p.h. 
FUEL: All types provided by special bunkering vessels at berths and 
roadstead and by tanker lorries at the quay. 
FIRE PRECAUTIONS: No tankers are allowed in the port. Vessels and 
operators must comply with internationally applicable regulations 
concerning explosives and dangerous goods. 
CONSULS: Italy, Sweden, Denmark, Portugal, Finland and many other 
countries. 
REPAIRS: Minor repairs and overhauls may be carried out. 
DRY DOCKS: Not available. 
SURVEYORS: Lloyd's, Bureau Veritas, Registro Italiano Navale, 
Germanischer Lloyd. 
GANGWAY/DECK WATCHMEN: Not necessary but available. 
HATCHES: Opened and closed by crew. 
CUSTOMS ALLOWANCES: 50 grams tobacco or 40 cigarettes, and 
0.25 litres spirits, 0.25 litres wines, per man per day. 

For reasons of administrative convenience, issues of high duty goods 
for use by Crew on board will be made every 3 days, beginning with the 
first day of the ship's arrival in Cyprus waters. For each member of the 
Crew (other than the Master, the Chief Officer and the Chief Steward) 
each issue will consist of, 120 cigarettes or an equivalent quantity of 
other tobacco goods. 1 bottle of spirits, and 3 bottles of wine. 

Each issue for the Master, the Chief Officer and the Chief Steward of 
ocean-going vessels will consist of: 200 cigarettes, 2 bottles of spirits 
and reasonable quantity of wine they may request. 

Concessions to Crew landing from ship. On coming ashore, for a short 
period, 50 grams of tobacco, or 40 cigarettes per day or part thereof. 

The above allowances are in force for all Cyprus ports. 

CARGO GEAR: Load or discharge may be effected either by ship's or 
shore gear. Heavy lifts up to 90 tons. 

REPATRIATION: Facilities are available. 

AIRPORT: Larnaca International Airport 3 miles from Larnaca Port. Daily 
flights to Europe and Middle East. 

TIME: GMT plus 2 hours. Summertime — GMT plus 3 hours (last Sunday 
in March to last Sunday in September). 

HOLIDAYS: Every Saturday and Sunday; 1st January; 6th January; 25th 
March; ist May; 28th October; 29th October; Good Friday; Saturday 
following Good Friday; Easter Monday; First Day of Kurban Bairam; 
Birthday of Prophet; First Day of Ramazan Bairam; Christmas Day; 
Boxing Day. 

Work can be arranged on any holiday other than New Year's Day, 

Christmas Day, and Easter Sunday. 

POLICE/AMBULANCE/FIRE: Dial 199. 

EMERGENCY CO-ORDINATION CENTRE: Port Manager Tel: 635563. 
Res. Tel: 652171/657043/638779. Marine Police Tel: 630200. 
TELEPHONES: Line available for placing telephone on board. 
BANKS: Bank of Cyprus, 71 Archbishop Makarios III Avenue, Port Area, 
Larnaca. Tel: 04-656182. Fax: 04-620769. 

Popular Bank of Cyprus, 69 Archbishop Makarios III Avenue, Port 
Area, Larnaca. Tel: 04-655345. 

Hellenic Bank, Archbishop Makarios Ill Avenue, Port Area, Filanda 
Court, Larnaca. Tel: 04-634970. 

STORING: Trucks come alongside berth. Forklifts available on the quay. 
Port of Larnaca is a free trade zone. Local riggers can be employed. 
SERVICES: Compass adjusting; Radar; Radio telephones; Gyro 
compass repairs; hull scraping and engine repairs. 

SHORE LEAVE: Crew members are allowed ashore. 
IDENTIFICATION CARDS: Shore leave passes are issued. Seaman's 
Book or Passport required whilst ashore. 

GARBAGE DISPOSAL: A daily collection of garbage is available 
between 0800 hrs. and 1300 hrs.. Plastic bags are supplied by the Port 
Authority. Charges: 

Conventional Vessel CY£6.25 

Container Vessel CY£5.63 

Passenger Vessel CY£18.75 

Tanker/Bulk Carrier CY£5.00 
WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS: SEK and PEO Seaman's Clubs. Facilities include 
library, telephone, services and restaurant. Contact SEK, Tel: 351766, 
and PEO, Tel: 371532. 
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CURRENCY: Cypriot Pound (CY£). 
REGULATIONS: Port Managers permission is required {, 
immobilising engine, cleaning or repairs whilst vessel alongside 
lowering lifeboats and use of ship's radio. Port and Customs clearan, 
required before departure. Cyprus flag to be hoisted on mast frm 
0800 hrs. to sunset. Landing of dogs or other animals not allowed; aly. 
discharging of fruits, vegetables and eggs unless authorised by P 
Inspection Office. Disposal of garbage and waste strictly prohibited bos 
in port and Cyprus waters. 
DELAYS: According to prevailing circumstances but normally no 
GENERAL: Weather conditions permit entrance and working of shy 
all the year round. 
AUTHORITY: Cyprus Ports Authority, 23 Crete Street, P.O. Box 2097 
Nicosia, Cyprus. Te/: (02) 450100. Telex: 2833 CYPA cy 
FAX: (02) 365420. Cables: Cyports. Contact: The General Manager. 
Larnaca Port, P.O.Box 290, Larnaca, Cyprus. Tel: 04-6354; 
Telex: 2833 Cypa. FAX: 04-635630. Cables: Port Manager, Larnac: 
Contact: Port Manager. 


AGENT: Gulf Agency Co. (Cyprus) Ltd., P.O.Box 546, Larnaca, Cypns 
Tel: (357-4) 631005/6. Telex: 3967 Gaship Cy. Cables: Gacship 
Larnaca. Fax: (357-4) 631007. 


LATCHI: 35.03 N. 32.27 E. 


DOCUMENTS: See “Limassol”. 

ANCHORAGE: 0.5 miles North of Mavroli Pier, depth 10 fathoms, or fa 
pleasure craft 0.5 miles North of Latchi Port (fishing sheds). 

MAX. SIZE: No restrictions on size. 

HEALTH: All necessary action to obtain Pratique made by Agent in the 
event of any suspected disease on board, necessary action an 
precautions taken by Health Authorities. 

RADIO: Cyprus Radio — call sign 5BA on 500 or radio telephone 218 
TUGS: None available. 

BERTHING: Mavroli Pier in Chrysochou Bay, in position 35° 03’ 15°N 
32° 27’ 10” E., bearing 072° approximately 3.2 miles from Latch 
Necessary to have Cyprus flag, and to have gangway and not a ro 
ladder for Authorities and stevedores to board. 

STEVEDORES: ETA advice required in order to arrange gangs at leas 
24 hours prior to arrival. Loading rate 2,000 tons per day. Loading from 
6 barges, average capacity 45 tons each. 

MEDICAL: Agent to receive 24 hours notice. Hospital facilities availabe 
at Polis Chrysochou (4 km.) from Latchi and at Ktima (40 km.), 38 km 
from Terminal at Limni. Each member of crew to possess vali 
vaccination certificate. 

DENSITY: 1025. 

FRESH WATER: Not availabie. 

FUEL: Not available. 

CONSULS: None. 

REPAIRS: No repairs can be carried out. 

GANGWAY/DECK WATCHMEN: Unnecessary. 
OPENING/CLOSING HATCHES: By the crew. 

CUSTOMS ALLOWANCES: See “Limassol”. 

REPATRIATION: Can be arranged through Larnaca _Internationd 
Airport or Paphos Airport. 

AIRPORT: Larnaca Airport 112 km. away, served by regular airlines 
Paphos Airport (50 km.). 

TIME: GMT plus 2 hours. GMT plus 3 hours in Summer. 
HOLIDAYS: See “Limassol”. 

POLICE/AMBULANCE/FIRE: Such services arranged through Agent 
TELEPHONES: No arrangements exist for placing on board. 
SHORE LEAVE: Landing permits obtainable from local Police 
Authorities by lodging passports or Seamen's Books. 
IDENTIFICATION CARDS: Required. 

AUTHORITY: Cyprus Ports Authority, P.O. Box 2007, Nicosia, Cyprus 
Tel: (02) 450100. Telex: 2833CYPACY. FAX: (02) 365420 
Contact: The General Manager. 


LIMASSOL: 34.39 N. 33.01 E. 


DOCUMENTS: 
1 Arrival Declaration. 
5 Crew Lists. 
4 Passenger Lists (the latter in case of passenger vessels). 
4 Transit Passenger Lists. 
1 Fire Arms Declaration. 
2 Stores Declarations. 
1 Declaration signed by each member of Crew stating dutiable goods 
in their possession. 
1 Form of appointment of Agent. 
1 Maritime Declaration of Health. 
Shipmaster’'s Report: October 1988 (Updated 1992). 
Customs: 2 copies Entry Outward and Clearance. 
2 copies Ship's Stores Declaration. 
1 copy Crew List 
1 copy Crew Personal Effects Declaration. 
Marine Police: 1 copy Port and Marine Police Form. 
Immigration: 2 copies Crew List 
Quarantine: 1 Maritime Declaration of Health. 


(See Plan) 


ity: 1 copy Arrival Declaration. 
pont Mahorty 1 copy Crew List. 
1 Crew List. 
hat + copy Mail List. 
Also see “Radio Officer's Report’ dated September 1990. 
piLOTAGE: Ships are not allowed to enter the port or to berth at the 
buoys outside the breakwater port without Pilot, unless 
is granted by the Port Authority. Pilot boards vessel at 
ead. Master must give 24 hour's notice of ETA to vessel's Agents 
io enable them inform the Port Manager in time. Pilot's Telegraphic 
address is Port Manager, Limassol, Cyprus. Tel: 365246. Fax: 5- 


Lp 
ee eHORAGE: No specific boundary but ships usually anchor about 
05 mile S.E. of lighter basin entrance but not eastwards from basin 
entrance lights, bearing 315°T (see “Plan’), where depth is 8 fathoms 
o $.S.E. of the entrance to the new breakwater port. ‘ 
RESTRICTIONS: See “Max. Size” and “Berthing”. Rise of tide up to 


ft. 
uAX. SIZE: New Breakwater Port: Depth alongside 11 m. Max. draft 
40.5 m. No LOA limit on ships entering and berthing. The height of quay 
above sea level is 2.30 m. : 
HEALTH: Pratique is required at first Cyprus port of call only. Pratique 
is granted either before or after berthing as appropriate. 
RADIO: Cables sent through “Cyprus Radio”, call sign: 5BA. 
RADAR/VHF: No port radar service. Port Manager and Pilots equipped 
with VHF radiotelephone operating on Channel 10 during office hours 


wes: Port Authority tugs join vessels outside breakwater using ships’ 
ines. 2 tugs, 1,320 h.p. and 750 h.p. 
BERTHING: Vessels may berth inside port between 0600 hrs. and 
sunset, but may unberth and sail until midnight. Cargo vessels are 
allowed to berth during night-time provided berth space is available and 
vessels will immediately operate with at least 1 gang. 
Quay Length: 1,315 m. Ro-Ro vessels can discharge/load on the quays. 
Warehousing Space: 40,700 sq.m. 
Paved Yard for Containers (full and empty): 300,000 sq.m. 
Paved Stacking Area for General Cargo: 111,000 sq.m. 
Grain Silo: Modern, (recently built) with a 30,000 tonnes storage 
capacity, connected with the quay via an overhead conveyor belt. 
Equipment: 60 ton floating crane. 35 ton level luffing crane. Twenty 3- 
16 ton and four 45-60 ton mobile cranes. Four 7-15 ton fork lifts and 
seven 32 ton van carriers for container handling. Eighty-eight 3-60 ton 
fork lifts for general cargo handing. One hundred and fourteen 3-25 ton 
trailers, fifteen tractors and other auxiliary equipment. 
4x40 ton gantry cranes for container handling at the East Quay. 
STEVEDORES: 24 hours notice of ETA to Agent is required to enable 
him arrange gangs. 
MEDICAL: It is necessary for Agent to receive advance notice of at least 
2-3 hours before vessel's arrival. Hospital facilities constantly available. 
_ |noculations or vaccinations are required according to prevailing 
circumstances. 
TANKERS: Not allowed to berth in the port. No slop discharge facilities. 
DENSITY: 1026. 
FRESH WATER: Facilities available on quay. 
FUEL: All types provided by special bunkering vessels at berths and 
roadstead and by tanker lorries at the quay. 
FIRE PRECAUTIONS: No tankers are allowed in the port. Vessels and 
operations must comply with internationally applicable regulations 
concerning explosives and dangerous goods. 
CONSULS: Belgium, Colombia, France, Greece, Italy, Malta, Mexico, 
Norway, Netherlands, Panama and Sierra Leone. 
REPAIRS: A floating dock 66 m. long and 18 m. wide capable of lifting 
41,200 tons light ship is in operation. 
SURVEYORS: Lloyd's, Bureau Veritas, Registro Italiano Navale, 
Germanischer Lloyd. 
GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: By crew or stevedores. 
CUSTOMS ALLOWANCES: 50 grams tobacco or 40 cigarettes, and 
0.25 litres spirits, 0.25 litres wines, per man per day. 

For reasons of administrative convenience, issues of high duty goods 
lor use by crew on board will be made every 3 days, beginning with the 
first day of the ship's arrival in Cyprus waters. For each member of the 
crew (other than the Master, the chief officer and the chief steward) each 
sue will consist of, 120 cigarettes or an equivalent quantity of other 
tobacco goods, 1 bottle of spirits and 3 bottles of wine. Each issue for 
the Master, the chief officer and the chief steward of ocean-going vessels 
will consist of: 200 cigarettes, 2 bottles of spirits and reasonable quantity 
of wine they may request. Concessions to crew landing from ship. On 
coming ashore, for a short period, 50 grams of tobacco, or 40 cigarettes 
per day or part thereof. 

CARGO GEAR: Load or discharge may be effected either by ship or 
shore gear. 35 tons heavy lift crane, 36 ton mobile container crane on 
pneumatic tyres and 60 tons floating crane available. 
REPATRIATION: Facilities available for effecting crew changes and 
ARP ny necessary repatriations. Usually arranged with Agent. 
AIRPO : Larnaca International Airport served by regular lines, situated 
43 miles from Limassol. 
TIME: GMT plus 2 hours. Summertime GMT plus 3 hours in force from 
ry Sunday in March to last Sunday in September. 
WLIDAYS: Every Sunday; 1st January; 6th January; 9th March (Green 
oomay) 25th March; 1st April; 1st May; 15th August; 1st October; 28th 
lober; 29th October; Good Friday; Holy Saturday; Holy Ghost; Easter 
Monday; First Day of Kurban Bairam; Birthday of Prophet; First Day of 
pr ‘azan Bairam; Christmas Day; Boxing Day. Work can be arranged 
Sy oo other than New Year's Day, Christmas Day, and Easter 


POLICE/AMBULANCE/FIRE: Tel: Police 330134/330411; Ambulance 
70333, Fire Brigade 330166 or 199. 
LEPHONES: Available on request, for placing on board. 


—_— 


CYPRUS 


BANKS: Bank of Cyprus, Franklin Roosevelt and Omonia Avenue, 
Limassol. Tel: 05-352040. Fax: 05-352148. 

Popular Bank of Cyprus, Franklin Roosevelt and Omonia Avenue, 
Limassol. Tel: 05-369050. Fax: 05-376717. 

Hellenic Bank, Franklin Roosevelt, Limassol. Tel: 05-350244. 

Barclays Bank Plic., 47 Omonia Avenue. Tel: 05-341777. Fax: 05- 
341965. Telex: 4821 Baromo Cy. 
SERVICES: Compass adjusting, servicing of radar, R/T, echo sounders. 
SHIP SUPPLY SERVICES: 

1. A. Lamaris & Co.Ltd., P.O.Box 37, Limassol. Tel: 05-362625. 
Fax: 05-359857. Telex: 3319 Lamaris Cy. VHF: Channel 6. 

2. Messrs. Thesseas Savva, 118 Franklin Roosevelt Avenue, 
P.O.Box 114, Limassol. 

3. Brasal Off-Shore Services Limited, P.O.Box 1518, Limassol. Tel: 
373086. VHF: Channels 74 or 86. 

4. Vasos Aivaliotis Limited, 4 Ermou Street, P.O.Box 110, Limassol. 

5. Mercury Divers Company Limited, P.O.Box 114, Limassol. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Shore leave passes are issued. Seaman's 
Book or Passport required whilst ashore. 
GARBAGE DISPOSAL: A collection service is available by the Cyprus 
Ports Authority at New Limassol Port. Tel: 5-365246. Fax: 5-365597. 
Skips are provided alongside on request. Collection is carried out daily, 
usually during working hours and charges vary according to ships’ type. 

Conventional Vessel Cf£ 12.50 


Container Vessel Cf£ 11.25 
Passenger Vessel Cf 37.50 
Tanker/Bulk Carrier C£ 10.00 


WASTE OIL DISPOSAL: A collection service is available by a private 
contractor (Mr. Andreas Tsouloftas. Tel: 5-335421/382594. Fax: 5- 
337647) by tanker trucks of capacity 12 cu.m. and 25 cu.m. and charges 
are accordingly C £ 50 and C£ 100 per visit. No restriction on shore 
capacity, as entire quantity is received and consumed by a nearby 
cement factory. 

SEAMAN’S CLUBS: SEK - Tel: 5-342772 and PEO - Tel: 5-377228. 
Both are at the old port. Facilities include restaurant, library and 
telephone service. 

“Flying Angel’, Missions to Seamen, located within port limits. Tel: 
05-365246, 04-651327. 

Several duty free shops are located in the New Port Passenger 
Terminal and a great variety of items can be purchased either in most 
foreign or local currency. 

International telephone service for seafarers is available through 
public telephone booths by automatic connection, inside and outside the 
a either using local currency coins or telephone cards purchased 
locally. 

CURRENCY: Cyprus Pound (C £). 

REGULATIONS: Port Managers permission is _ required for: 
immobilising engine, cleaning or repairs whilst vessel alongside quay, 
lowering lifeboats and use of ship's radio. Port and Customs clearance 
required before departure. Cyprus flag to be hoisted on mast from 
0800 hrs. to sunset. Landing of dogs or other animals not allowed; also 
discharging of fruits, vegetables and eggs unless authorised by Produce 
Inspection Office. Disposal of garbage and waste strictly prohibited both 
in port and Cyprus waters. 

DELAYS: According to prevailing circumstances but normally no delays. 
GENERAL: Weather conditions permit entrance and working of ships 
all the year round. 

DEVELOPMENTS: Over the period 1991-95 the container handling 
capacity of the port will more than double and new container berths, 
14.0m. deep (length 630m.), will become available. Investment 
expenditure earmarked for the next 5 years provides, in addition to new 
deeper berths, for more container yards and a substantial number of 
additional container handling equipment both for quay side operations 
and stacking procedures. 


RADIO OFFICER’S REPORT: September 1990 (Updated 1992). 
Documents: 
Customs: 

3 copies Entry Outwards and Clearance for Vessels (only fill in upper 


half). 
3 copies Ships Stores Declaration. 
1 copy Crew Personal Declaration (““Magazines” should be placed 
under seal). 

Quarantine: 

1 copy Maritime Declaration of Health. 
Port Authority: 

1 copy Arrival Declaration. 

1 copy Crew List. 

1 copy Passenger List. 

1 copy Dangerous Cargo List(IMO). 
Agent: 

1 copy Arrival Condition. 

1 copy Crew List. 

1 copy Mail List. 

1 copy Port and Marine Police Form. 
Immigration: Shore passes only needed when staying overnight, 
otherwise passport is sufficient. 
Customs Allowances: 120 cigarettes or 150 gr. of tobacco, 1 bottle of 
spirits and 3 bottles of wine. 


AUTHORITY: Cyprus Ports Authority, Headquarters, 23 Crete Street, 
P.O.Box 2007, Nicosia, Cyprus. Tel: (02) 450100. Telex: 2833 CYPA 
CY. FAX: (02) 365420. Cables: Cyports. Contact: The General Manager. 
Limassol New Port, P.O.Box 3331, Limassol, Cyprus. Te/: 5-365246, 
5-343355 (Limassol). Cables: Port Manager, Limassol. FAX: 5-365597. 
Contact: Petros Avgousti, Port Manager. 
AGENT: Gulf Agency Co. (Cyprus) Ltd., P.O.Box 1141, Limassol, 
Cyprus. Tel: (357-5) 368222-28. Telex: 2817 and 2744 (‘‘Gacship Cy”). 
Fax: (357-5) 372932. Cables: “Gacship”, Limassol. 
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MONI: 34.42 N. 33.11 E. 


DOCUMENTS: 

3 Crew Lists. 

4 Passenger Lists. 

1 Arrival Declaration. 

1 Crew Declaration. 

1 Store List (for cigarettes, spirits, etc). 

2 Manifests.(Custom forms). 
PILOTAGE: Compulsory for berthing. The tanker berth is situated in 
open roadstead. Pilot available through Harbour Master at Limassol 
(8.5 miles). 
RESTRICTIONS: Docking in daylight only. Sailing possible at any time. 
MAX. SIZE: Tankers up to 750 ft. length with max. draft 40 ft. 
HEALTH: Pratique granted by Health Authorities after boarding on 
arrival. No Pratique necessary when vessel arrives from another port in 
Cyprus. 
RADIO: Communication by Walkie-talkie 
TUGS: None available or required. 
BERTHING: Electricity Authority of Cyprus. Three conventional buoy 
mooring for tanker discharging fuel oil to Moni Power Station. Depth of 
water 18.20 m. — 30.48 m. 
MEDICAL: Necessary for agent to receive advance notice of medical 
attention required. Hospital facilities available. 
TANKERS: Flange at end of flexible line is ASA 300 — 15 in. OD. 
(121 in. holes. 13 in. P.C.D.). Hose connection made on port side. No 
slop facilities available. Terminal crew connect and disconnect hoses. 
Ship's gangway required. Distance to shore tanks 3,950 ft. Max. 
Pressure 135 p.s.i. Minimum receiving rate 500 tonnes per hour, 
1500 sec. Redwood No. 1. 

Loading signals — 1 blast, stop pumping. 2 blasts, start pumping. 
DENSITY: 1025 
FRESH WATER: Not available. 
FUEL: Not available. 
REPAIRS: Light machine shop. 
CUSTOMS ALLOWANCES: See “Limassol”. 
TIME: GMT plus 2 hours. GMT plus 3 hours from last Sunday in March 
until last Sunday in September. 
SHIP SUPPLY SERVICES: 

1. Brasal Off-Shore Services Limited, P.O.Box 1518, Limassol. 

2. Vasos Aivaliotis Limited, 4 Ermou Street, P.O.Box 110, Limassol. 

3. Messrs. Thesseas Sawa, 118 Franklin Roosvelt Avenue, P.O.Box 

114, Limassol. 
4. Mercury Divers Company Limited, P.O.Box 114, Limassol. 
5. A.Y. Steel and Marine Construction Co. Ltd., P.O.Box 4035, 
Limassol. 

IDENTIFICATION CARDS: When on shore leave, Seamen's Books 
required. 
GARBAGE DISPOSAL: Not available. 
WASTE OIL DISPOSAL: Not available. 
SEAMAN’S CLUBS: None. 
CURRENCY: Cyprus Pound. 
AUTHORITY: Electricity Authority of Cyprus (Headquarters), P.O.Box 
4506, Nicosia, Cyprus. Te/: (02) 462001 (Nicosia). Telex: 2432 Grid Cy. 
Cables: Grid Nicosia. FAX: (02) 457658. Contact: The General Manager. 

Moni Power Station, Electricity Authority of Cyprus, P.O.Box 471, 
Limassol, Cyprus. Tel: 05-322032. FAX: 05-310416. Contact: 
A. Philippou, Power Station Manager. 

Cyprus Ports Authority, 23 Kritis Street, Nicosia, Cyprus. Tel: (02) 
450100. FAX: (02) 365420. 


(See Plan) 


VASSILIKO BAY: 34.43 N. 33.19 E. 


LOCATION: 13.5 miles due East of Limassol and 1.5 miles West of 
Zyahi (Lat. 34° 42’ 46” N., Long. 33° 18’ 37” E.) 

PILOTAGE: Pilots available for berthing and shifting operations. Can 
be contacted on VHF Channel 16, working Channel 8. Owners or Master 
of vessel must give by cable/radio (“Helco Nicosia” or “Vascem Nicosia” 
48) notice of vessel's ETA 24 hours in advance. Message of ETA must 
also include: 

(a) Name/call sign of vessel. 

(b) Nationality. 

(c) Length, draft, d.w.t. and n.r.t. 

MAX. SIZE: Vessel’s LOA, 150 m. (approx.); Breadth, no restriction; 
Draft 8.50 m. 

HEALTH: For Pratique, vessel must cable name and nationality, last 
port of call, number of crew and passengers, and condition of health on 
board. For vessels calling first at another port in Cyprus, Pratique is 
automatic. 

RADIO: “Cyprus Radio”. 

TUGS: Tugs available from Larnaca port. 12 hours’ notice in advance 
is required. 

BERTHING: Length of quay, 540 m. Depth at LW, 9 m. 
LOAD/DISCHARGE: Can be effected by shore equipment and/or ship's 
own gear. 

Bulk cargoes (i.e. Pyrites, Cement, Copper, Chrome, Ore, Gypsum 
Rock, Phosphate Rocks, Coal, Clinker, etc.), fuel oil and liquid chemical 
cargoes (i.e. Liquid Ammonia, Sulphuric Acid). 

CRANES: 3 mobile cranes of 30 tonnes SWL capacity each are 
constantly available. Services of an 100 tonne mobile crane can be also 
secured on request. 

SPECIALISED CARGO-HANDLING FACILITIES: Facilities for Roll-on/ 
Roll-off traffic and for handling liquid chemicals are available. 
TANKERS: No special facilities. 
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DENSITY: 1027. 
FRESH WATER: Available. 
FUEL: Full bunkering facilities available. 
OPENING/CLOSING HATCHES: Ship’s crew. 
REPATRIATION: Crew changes and repatriation facilities available 
AIRPORT: Distance 35 miles; served by regular operators. 
TIME: GMT plus 2 hours. 
HOLIDAYS: 1995: 1st January, 6th January, 16th March, 25th Mars 
1st April, 21st to 24th April, 1st May, 12th June, 15th August, 1st Octot. 
28th October, 24th December, 25th December, 26th December. 
Port workers will abstain from work on 1st January, 23rd April a 
25th December, but they may normally work on overtime basis Gurr, 
the rest of the holidays. / 
AUTHORITY: Cyprus Ports Authority, P.O.Box 2007, Nicosia, C 
Tel: 2-450100. Telex: 2833 Cypa Cy. Cables: Cyports. FAX: 2-3654% 
Contact: General Manager. 
Operator: Vassiliko Cement Works Ltd., Headquarters, P.O.Box 22% 
Nicosia, Cyprus. Tel: 42005-10. Telex: 2039 Vascem Cy. Cab 
Vascem, Nicosia. 
At Vassiliko Bay: Tel: 4-333001. Fax: 4-332651. Telex: 50 
Vascem Cy. 


NOTES 
Please also advise Shipping Guides Ltd. 


Denmark 


GENERAL (See Plan) 


cusTOMS ALLOWANCES: For use on board during the stay in 
mark a total of 40 cigarettes or 40 grammes of tobacco, 0.25 litres 
of alcoholic liquors and 0.25 litres of wine can be released per member 
of the crew a day. ; ; ; 
Tobacco may be released for 5 days’ consumption at a time, i.e. 200 
rettes, alcoholic liquors and wine may be released for 3 or 4 days’ 
consumption, i.e. 1 bottle containing 0.25 or 1.0 litres. 


ROUTEING: A routeing system has been established, so ships with a 
draft up to 17 m. (55.77 ft.) can pass the Great Belt. Ships bound for 
the Baltic are restricted to a draft of 15 m. (49.21 ft.) owing to shallow 
waters N.E. of Gedser. 

For the passage through Danish waters by ships with a d.w.t. of more 
than 40,000 tons or with a draft of 13 m. or more, we would like to draw 
your attention to the “IMO—recommendation of Nov. '75 on navigation 
through the entrances to the Baltic Sea”, and to the radio reporting 
system established by the Danish Ministry of Commerce. 


ROUTE “T” (17 metres Transitroute) - THE SOUND — RADIO 
REPORTING SERVICE (Shippos): With the object of ensuring the 
safety of navigation of large ships passing through Danish waters and 
also of reducing the risk of oil pollution resulting from the grounding and 
collision of tankers, the Danish Government has established a 
transittoute between Skagen and the area N.E. of Gedser with a 
minimum depth of water of 17 m. The route is named “Route T”. 

The route is marked by light buoys and lights, the Decca coverage is 
good and Danish Pilot assistance is available. Portable Decca 
equipment can be hired for use during the passage through Danish 
waters and can be taken on board at the pilot stations Skagen or Allinge 
(Bornholm). Under ice conditions Danish icebreakers, as far as possible, 
render free assistance to shipping. 

In spite of the good buoyage, navigation through Danish waters 
presents, however, in certain areas difficulties to large ships on account 
of narrow waters, sharp bends, strong currents and shallow depths. 
Furthermore there is an intensive East and Westbound ferry traffic in 
Store Baelt, particularly in the area immediately South of Sprogo. 

Therefore a radio reporting service (SHIPPOS) has been established 
the rules of which are given in the following. 

The International Maritime Organisation (IMO) has adopted a 
| recommendation on navigation through the entrances to the Baltic Sea 
| according to which ships with a deadweight-tonnage of over 40,000 tons 
or with a draft of 13 m. or more shall fulfil certain conditions about 

equipment, navigation, etc. 

IMO has furthermore adopted a recommendation (which see) 
Oe to which certain ships shall use a Pilot when navigating in the 

und. 


The Commission of the European Communities has adopted a 
directive which makes it compulsory for tankers of 1,600 gross tonnage 
and more en route to a community port to transmit a Sailing Plan and 
to complete a “Tanker Check List’. The directive has been put into force 
by Order No. 306 of 4th June 1981 concerning minimum requirements 
for certain tankers entering or leaving a Danish port. 


pre peanonninng radio reporting service in Danish waters — 
1. With the objects of ensuring the safety of navigation and of reducing 
the risk of pollution of Danish coasts and waters as may result from 
grounding or collision of oil tankers, gas carriers and chemical tankers, 
3 tig service has been established for the purposes mentioned 


a. To inform shipping about large ships’ movements, so that smaller 

ships can take into account the limited manoeuvrability of those 
and in order to avoid the risk of large ships meeting one another 
in areas difficult to pass. 

b. To inform ships about navigational hazards en route and 
deviations from normal conditions of current, water level, and 
wave height. 

c. To notify the ferry traffic South of Sprogo about the passage of 
large ships. 

d. To facilitate the authorities early and effective pollution 
combatting action in case of an accident. 

8. To notify the authorities immediately about any deficiency which 
could affect safe navigation and the marine and coastal 
oe and about ships’ observation of considerable 
pollution. 


2. The reporting service applies to: 
a. all ships of 20,000 tons gross tonnage and above, 
b. all ships with a draft of 13 m. and more, 
¢. all loaded oil-, gas- and chemical tankers of 1,600 tons gross 
tonnage and above, and 
d. all ships carrying radio active cargoes. 


3. Messages to the reporting service shall be sent over a Danish coast 
'adio station as telegrams addressed to “SHIPPOS Aarhus”. 

The transmission of reports from ships is free of charge. 

Information about position of large ships, mentioned under 2, a. or b., 
Participating in the radio reporting service will be broadcast over VHF 
a “SHIPPOS INFORMATION” by the coast radio stations Lyngby Radio 
and Skagen Radio. 

The broadcast will include information about actual water levels and 
Pl Numbers of Navigational Warnings in force for the SHIPPOS — 


The broadcast will be preceded by 


Ch an announcement over 


annel 16, informing about the Channel used for the broadcast. 


a 


DENMARK 


The information will be broadcast every third hour according to the 
table below, preferably by using the mentioned Channels. Other 
Channels might be used, which — if occasion should arise — will appear 
from the preceding announcement on Channel 16. 
Position of VHF- 

VHF-station Channel Time UTC 
Skagen 4 
pes 64} 0220, 0520, 0820, etc. 
Arnholt 7 
Fornaes 5 
Rosnaes 2 
Karleby 63 
Mon 2 
4. In the SHIPPOS-system the following reporting lines are established 
(See “Plans”): 

a. Skaw. 

b. Hatter. 

c. Baltic W 

d. Sound N. 

e. Sound S. 

f. Moen. 


Serviced by 
Skagen Radio 


0220, 0520, 0820, etc. Lyngby Radio 


5. Ships which are Inward bound en route to a Danish port or to the 
Baltic Sea shall when passing the reporting line SKAW send a Sailing 
Plan (SP) (See “Drafting of Messages") to “SHIPPOS Aarhus”. 

During their voyage ships shall send Position Reports (PR) (See 
“Drafting of Messages”) when passing the reporting lines SOUND N. or 
HATTER and BALTIC W. 

Ships outward bound (from the Baltic) shall when passing the 
reporting line MOEN or SOUND S. send a Sailing Plan and during their 
voyage send Position Reports when passing the reporting lines 
BALTIC W. and HATTER or SOUND N.. 


6. Ships which en route to or through Danish waters do not pass the 
reporting line SKAW, MOEN or SOUND S. shall in sufficient time before 
passing first reporting line during the voyage send a Sailing Plan to 
“SHIPPOS Aarhus”. 


7. About 2 hours before departure from a Danish port, ships shall send 
a Sailing Plan to “SHIPPOS Aarhus”. 


8. Upon arrival at a Danish port, when passing the reporting line SKAW 
outward bound or when passing the reporting lines MOEN or SOUND S. 
inward bound a Final Report (FR) (See “Drafting of Messages”) shall 
be sent to “SHIPPOS Aarhus”. 


9. If destination is changed, or if after transmission of a report changes 
occur which result in a time difference of more than 30 minutes from 
the estimated time of passing the next reporting line, or — for ships en 
route to a Danish port — the estimated time of arrival, the ship shall as 
soon as possible send a Deviation Report (DR) (See “Drafting of 
Messages”) to “SHIPPOS Aarhus”. 


10. If during the voyage through Danish waters deficiencies occur, 
which might reduce the normal and safe manoeuvring capabilities of the 
ship, or a situation arises, which can endanger the marine environment 
and the adjacent areas, ships shall as soon as possible send an /ncident 
Report (IR) (See “Drafting of Messages”) to “SHIPPOS Aarhus”. An 
Incident Report shall also be sent when observing an oil pollution or a 
pollution by any other substance, which is considered to be harmful to 
the marine and coastal environment. 


11. Due to the intense East- and Westbound ferry traffic in Store-Baelt 
South of Sprogo the following special rules apply for ships of 20,000 
tons gross tonnage and above and for ships with a draft of 13 m. and 
more when navigating in this area: 

About one hour before passing the ferry route the ferries shall if 
possible be informed thereof on VHF, using the call sign “Ferry Leader’. 
The call shall be made on Channel 16 and the information should be 
sent on Channel 10 or another available Channel (See “Drafting of 
Messages”). 

Ships which cannot operate VHF are requested to inform “SHIPPOS 
Aarhus” 2 hours before passing the ferry route about the estimated time 
of the passing. 

Upon receipt of such information the ferries will endeavour to navigate 
so that risk of collision does not arise. If, nevertheless, risk of collision 
does arise, the International Regulations for Preventing Collisions at Sea 
must always be applied. 

This special rule can also apply for ships with a draft of 10 m. and 
more regardless of tonnage. 


Drafting of messages: 

1. Messages transmitted in accordance with the Rules concerning radio 
reporting service in Danish waters shall be sent over a Danish coast 
radio station as telegrams addressed to “SHIPPOS Aarhus”. 

To ensure brevity of messages and to reduce the possibilities of 
mistakes the following designations shall be used for reporting lines (See 
“Plans”): 

Latitude 57° 45’ N.: SKAW 

Latitude 56° 00’ N.: HATTER 

Latitude 54° 40’ N.: BALTIC W. 

The line Nakkehoved — Kullen: SOUND N. 
The line Stevns — Falsterb: SOUND S. 
Position of Mon SE. Lightvessel: MOEN 

Positions, other than the above mentioned, shall be given in latitude 
and longitude or by stating name of port. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englay, 


2. All messages shall begin with the word SHIPPOS as the first word 


in the text. 


The messages shall be drafted according to the following format: 


Designator Function 

System identifier 
Type of report 
Ship 

B Date and time of event 

Cc Position 

D Position 

E True Course 

F Speed in knots 

G Port of departure 

| Destination and expected 
time of arrival 

J Pilot 

L Route information 

N Expected time of passing 
next reporting line and its 
identification 

Oo Maximum present draft in 
metres 

P Cargo 

Q Defects/Damage/ 
Deficiencies/other 
limitations 

R Description of pollution 
incident or observation 

U Ship size and type 

x Miscellaneous 


Information Required 
“SHIPPOS” 


One of the following 2-letters 
identifier. 

“SP” (Sailing Plan) 

“RP” (Position Report) 

“FR” (Final Report) 

“DR” (Deviation Report) 
“IR” (Incident Report) 


Name and call sign 


A 6 digit group giving date of 
month (first two digits), hours 
and minutes (last four digits). 
The digit group to be followed 
by the letter “Z" indicating 
time in UTC. (e.g. 041330Z). 


Geographical position by two 
4 digit groups giving latitude 
in degrees and minutes 
suffixed with N (North) and 
longitutde in degrees and 
minutes suffixed with E 
(East). (e.g. 5610N 1230E). 


Reporting line, port of 
departure or port of arrival 


A 3 digit group 
A 2 digit group 
Name of last port of call 


Name of port and date time 
group expressed as in B 


State whether a pilot is on 
board (e.g. PILOT 
EMBARKED) 


Intended route 

(e.g. 1. Route T — The 
Sound) 

(e.g. 2. Route T — Great Belt) 


Date time group as in B and 
reporting line (e.g. 071500Z 
HATTER) 


A 4 digit group giving metres 
and centimetres 


Type and amount of cargo 
including whether cargo 
included in the International 
Maritime Dangerous Goods 
Code is carried 


Brief details of defects, 
damage, deficiencies or other 
limitations 


Brief details including type of 
pollution (oil, chemical, etc.) 


Gross registered tonnage and 
type 


Any other information — give 
brief details 


3. The different types of reports shall contain information according to 


the following table: 


Designator Type of Report 

SP PR FR DR IR 

A M M M M M 

B M M M M M 

c/D M M M M M 

E Oo M => ce) = 

F oO M - fe) - 

G oO - - - - 

! M - - Oo = 


534 


Designator Type of Report 
SP PR FR DR IR 
a 
J 1) 1) 1) ie} (e) 


D/O 
o;0 
lon Ke) 
lo ke) 
i= [Sl 
[om Ke) 


x 
° 
O° 
ie) 
fe) 
° 


M = “Mandatory” (always to be included). 
O = “Optional” (to be included if appropriate). 
4. 


Sailing Plan (“SP”) shall be sent 

(a) when passing reporting line SKAW inward bound, 

(b) when passing reporting line MOEN outward bound, 

(c) when passing reporting line SOUND S. outward bound, 

(d) in sufficient time before passing the first reporting line during thy 
bite if passage has not taken place as mentioned under (a),(b), « 
c),ai 

(e) about 2 hours before departure from a Danish port. 


Specimen Message 1: 
SHIPPOS AARHUS = 


SHIPPOS 

SP 

A. NONSUCH/MBCD 

B. 041800Z 

D. SKAW 

|= 135 

Fe 15 

G. ROTTERDAM 

I. STOCKHOLM 061400Z 
J. PILOT EMBARKED 

i ROUTE T — NORTH OF BORNHOLM 
N. 050600Z — HATTER 

oO. 1450 

PB CRUDEOIL 60000 TONS 
U. 32.000 BRT TANKER = 


Speciman Message 2: 
SHIPPOS AARHUS = 
SHIPPOS 


SP 

NOBODY/DLAN 
1710002 
VEJLE 
BERGEN NORWAY 190600Z 
PILOT EMBARKED IN FJORD 
GREAT BELT — W. OF LAESOE 
171600Z — HATTER 


0650 
CAUSTIC SODA 600 TONS 
1600 BRT CHEMTANKER = 


CxvOZro-OM> 


5. Position Report (“PR”) shall be sent 
(a) when passing reporting line HATTER 
(b) when passing reporting line BALTIC W., 
(c) when passing reporting line SOUND N. 


and 


Specimen Message 3: (Same ship as in Specimen Message No. 1) 
SHIPPOS AARHUS 


SHIPPOS 

PR 

A. NONSUCH/MBCD 

B. 050615Z 

D. HATTER 

Es 215 

iz 10 

N. 051600Z — BALTIC W. = 


Specimen Message 4: (Same ship as in Specimen Message No. 2) 
SHIPPOS AARHUS = 


SHIPPOS 

PR 

A. NOBODY/DLAN 

B. 1716002 

D. HATTER 

= 350 

at 12 

N. 180400Z — SKAW 

Q. GYRO BREAKDOWN = 


6. Final Report ("FR") shall be sent 
(a) when passing reporting line SKAW outward bound, 
(b) when passing reporting line MOEN inward bound, 
(c) when passing reporting line SOUND S, inward bound, and 
(d) on arrival to a Danish port. 


in Message 5: (Same ship as in Specimen Message No. 2) 


SHIPPOS AARHUS = 
sHIPPOS 

A NOBODY/DLAN 
8 180415Z 

0 SKAW 


> Deviation Report ("DR") shall be sent if the destination or the earlier 
intended route is changed and if earlier given times are changed 

more than 30 minutes. ay ; , ; 

Specimen Message 6: (The ship in Specimen Message No. 3 will arrive 

at reporting line BALTIC W. later than expected) 

sHIPPOS AARHUS = 

SHIPPOS 


a 

*  NONSUCH/MBCD 
051500Z 

¢ -5510N 1105E 

\.051900Z — BALTIC W. = 


3. Incident Report ("IR") shall be sent as soon as possible. 

(a) when deficiencies occur which might reduce the normal and safe 
manoeuvring capabilities of the ship, e.g. break-down in the main 
propulsion engine, steering gear or defect in radar or gyro, 

(b) when an accident (e.g. grounding) occurs, which might cause 
pollution, 

(c) in case of spill of oil or other harmful substance, and 

(d) when observing pollution, which does not come from own ship. 

Specimen Message 7: 
SHIPPOS AARHUS = 


SHIPPOS 
a 

4 NONSUCH/MBDC. 

8 0421102 

¢. 5712N 1131E 

R MAJOR OILSLICK 2 MILES WEST OF ME 

X WIND N.W. 8 M/S CURRENT N. 1.8 KNOTS = 


9. Passage of the Ferry Route South of Sprogo shall be reported on 
VHF to the ferries, call sign FERRYLEADER, about 1 hour before 
passing. The call shall be made on Channel 16 and the report shail be 
transmitted on Channel 10 or on another available Channel. 

Specimen Message 8: 

FERRYLEADER THIS IS NONSUCH = EXPECT TO PASS SPROGO 
AT 1300 = 


Pilotage within Route T: Pilotage through Route T from Skagen to 
Bornholm can be ordered from “SKAWPILOT”, Skagen, via a coast radio 
station. 

one through Route T from Bornholm to Skagen can be ordered 
from “SOUNDPILOT”, Copenhagen, via a coast radio station. 

When ordering a pilot the following information is required: 

1. Name and call sign. 

2. Estimated time of arrival (ETA) at the position from where pilotage 

is required. 

3. Gross tonnage and draft. 

4. Sea speed. 

5. To where pilotage is required. 

The order should be given at least 12 hours before ETA and should 
be confirmed or corrrected 3 hours before ETA. The pilot stations at 
Skagen and at Bornholm keep a continuous watch on VHF Channel 16. 


Anchorages: If anchoring is considered necessary the following 
anchorages are recommended: 

(a) Off Skagen. 

(b) Off Sjaellands Rev. 

(c) N.W. of Rosnaes. 

(d) Off Romso. 

(e) Off Keldsnor. 

Furthermore anchoring is possible in most places along the route 
depending on the draft of the ship. 

lt must be emphasized, that for ships with a draft of 13 m. or more 
anchoring may be necessary owing to the weather and sea conditions 
relation to the size and draft of the ship and to the sea level. 


Electronic position-fixing equipment: IMO recommends that ships 
with a draft of 13 m. (42 ft. 7 in.) or more when navigating through the 
sntrances to the Baltic Sea should have on board suitable electronic 
Position-fixing equipment. 
ith proper notice (a minimum of 24 hours) ships not fitted with such 
&quipment can rent a portable Decca receiver on application to Racal- 
Navigator Aktieselskab, Kalvebod Brygge 20, 1560 Kobenhavn 
V., Denmark. Tel: (01) 12 83 10. Telegram: DECCAMAR. 
at — receiver can be installed when passing Skagen or 
im. 
The installation time is about 1 hour and the receiver can be installed 
ty day and night. 
__the pilot station will assist with the arrangement and will also on 
®quest give information about fees for hire. 
whens eg receiver can be delivered fitted for one of the following 
OC: 24 v./32 v., 110 v. and 220 v.; AC: 85-260 v., 40-440 Hz. 
itis quite important when requesting rent of Decca receiver to state 
Voltage available on board. 
wel receiver can remain on board until the ship again leaves Danish 
Fine at Skagen, or it can be dismounted in a port in Denmark, Sweden, 
and or Germany. 
Na @yment for rent and installation is to be settled through Racal-Decca 
Vigator Aktieselskab. 
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Order on the Calling of a Pilot: 
(Royal Danish Administration of Navigation and Hydrography, Order No. 


29 


of 30th January 1985 as amended by Order No. 795 of 11th 


November 1986). 


Pursuant to section 7(4) of the Danish Pilotage Act and under the 


authority of the Minister of Defence it is hereby laid down: 


as 


(i) Ordering of a pilot from Danish pilot stations shall be made to 
the pilot station in question subject to the notices stipulated in 
section 2 hereof. The order shall contain information as to: 

(1) Name and call sign of the ship, 

(2) estimated time of arrival at the place from which pilotage is 

requested, 

(3) gross registered tonnage and draft of the ship, 

(4) speed of the ship, and 

(5) place to which pilotage is requested. 
(ii) In connection with arrival of the ship at the place from which 
pilotage is requested, the international signal “G" should be used 
and be displayed by flag or flashlight. 


2. (i) With respect to ships coming from the sea the order shall be 


given at least 6 hours before estimated arrival at the place from 
which pilotage is requested, and this shall be confirmed or 
corrected 1 hour before the estimated time of arrival, see also 
subsection 2 of this section. 

(ii) Where transit pilotage takes place via Route “T"” from the 
waters off Skagen to the waters around Bornholm, or conversely, 
the order must, however, be given at least 12 hours before 
estimated time of arrival and shall be confirmed or corrected 
3 hours before estimated time of arrival. 

(iii) With respect to ships requesting pilotage from harbour, 
anchorage or the like the order shall he given at least 4 hours 
before the pilotage is requested to commence. Confirmation and 
possible changes shall be given at least 1 hour before estimated 
time of departure. 


3. (i) The ship's Master shall manoeuvre the ship in such a way that 


the pilot can embark or disembark the ship in the safest and 
fastest manner. 

(ii) If due to special circumstances the Pilot is prevented from 
boarding the ship, pilotage can take place from the pilot boat or 
from shore. 


4. Unless prevented by special circumstances, the Master of the 


ship shall during pilotage be obliged to take the pilot boat in tow 
upon the Pilot's request. 


5. During pilotage the Master of the ship furthermore has a duty to 


provide the Pilot with all information of importance to the pilotage. 


6. Apart from the lights prescribed in accordance with the 


International Regulations for Preventing Collisions at Sea, a 
vessel performing pilotage duty shall fly a flag the upper half of 
which is white and the lower red. In addition the vessel shall fly 
the national flag. 


7. Any contravention of Sections 3-6 shall in pursuance of Section 


23(2) of the Pilotage Act be punished by a fine. 


8. (i) This Executive Order shall come into force on the 15th 


February 1985. 

(ii) With effect as from same date Executive Order No. 120 of 
21st March 1979, of the Royal Danish Administration of 
Navigation and Hydrography as amended by Executive Order 
No. 643 of 16th December 1983, on the Calling of a Pilot, etc., 
shall be repealed. 


Notice about Passage to the Harbour of Enstedvaerket, the 
Harbours of Stigsnaesvaerket and Gulfhavn, Stigsnaes, of Ships 
with a Draft of 13 metres or more: (Ministry of Industry, Notice of 7th 
January 1987). 
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The maximum draft for entering the harbour of Enstedvaerket and 
the harbours of Stigsnaesvaerket is 17.0m. and for Gulfhavn, 
Stigsnaes, 15.5 m. 

With reference to IMO Resolution A. 339 about navigation through 
the entrances to the Baltic Sea it is recommended that ships with a 
draft of 13 m. or more comply with the following: 

a. A pilot shall be used during the entire passage within the Skaw. 

b. The ship shall be equipped with a VHF fitted with appropriate 
frequencies. 

c. The ship shall have on board suitable electronic position-fixing 
equipment to make use of hyperbolic systems which will provide 
sufficient fixing accuracy for navigating in this area. 

d. The ship shall be equipped with a 3 cm. and a 10 cm. radar 
both able to function. 

e. The ship shall participate in the ship reporting system operated 
by the Government of Denmark (SHIPPOS). 

f. When constrained by its draft the ship shall show the signal 
prescribed in Rule 28 in the International Regulations for 
Preventing Collisions at Sea. 

g. The Master must be aware that temporary anchoring may be 
necessary owing to the weather and sea conditions in relation 
to the size and draft of the ship and to the sea level. 


. Attention is drawn to the fact that under ice conditions, when the 


buoyage cannot be expected to be in position and in order, there 

exists a greater risk of grounding than under normal conditions. 

3.1. If the passage takes place under ice conditions, when the 
buoyage cannot be expected to be in position and in order, it 
is recommended that ships furthermore comply with the 
following: 
When navigating South of the Latitude 56° North (Sjaellands 
Odde) ships shall use 2 tugs, which both are equipped with 
Decca and with a pilot on board, and the navigation should, 
when considered necessary, take place in daylight and in good 
visibility. 

3.2. For ships equipped with operational Channel Navigation System 
the use of the tugs mentioned in 3.1. can be limited for the 
passage between Keldsnor and Enstedvaerket. 
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4. Pilot stations and “SHIPPOS Aarhus”, when being aware of the fact 
that ships with destination to one of the harbours concerned does 
not comply with the recommendation herein, are requested to report 
such to the Ministry of Industry. 

PILOTAGE: 

The Baltic Pilotage Authorities Commission Recommendation: 

The Baltic Pilotage Authorities Commission, recognising that Deep-Sea 

Pilotage helps to enhance safety of navigation and prevention of 

pollution of the marine environment, in particular to reduce the risks 

resulting from the high density of ships carrying dangerous or noxious 
cargoes and that the presence of a Deep-Sea Pilot on board would 
strengthen a vessel's navigational team and improve emergency 
measures in case of incidents and having considered the necessity to 
establish a certain order in Deep-Sea Pilotage in the Baltic Sea, 
recommends 

A. Masters of ships which are constrained by their draft and 

B. Masters of ships other than registered in one of the Baltic states, 

infrequently sailing in the respective area 

coming from or being bound for ports in the Baltic Sea to avail 

themselves of Deep-Sea Pilots, certified by a competent authority of a 

Baltic coastal state. 

Also see “Baltic Deep-Sea Pilotage”. 

GARBAGE/WASTE OIL DISPOSAL: In the majority of Danish ports the 

reception facilities are based on an agreement between the port 

authorities and the technical department of the local council or with a 

local company using trucks. 24 hrs. notice is required in all Danish ports. 

A “No-special-fee-system"” operates under the following conditions:- 

The delivery of residues shall normally take place within the normal 
working hours of the port. If however the ship is calling only outside of 
these hours, the delivery shall be free of charge to the ship. 

The amount of residues to be delivered should be in reasonable 
proportion to the size and type of the ship and the duration of the voyage. 

The ship should be equipped with standard connections on deck and 
must be able to deliver the necessary pumping capacity. 

The ship must pay harbour dues. 

In the event that a vessel encounters any inadequacies in the system, 
they should be reported to Ministry of the Environment, National Agency 
of Environmental Protection, Strandgade 29, DK-1401 Copenhagen K, 
Tel: 31578310. Telex: 31209 Miljoe DK. Fax: 31572449. 

To obtain further information contact the local port authorities. 

DEVELOPMENTS: There is a bridge under construction in Store Belt 

(Great Belt) from Sjaelland via Sprogo to Fyn. 


SHIPMASTER’S REPORT: July 1994. 

Simplified information on pilotage and participation in “Shippos” in 
Danish waters: 

The Administration of Navigation and Hydrography has issued the 
publication “Route T, 17 Meter Transit Route — the Sound — Radio 
Reporting Service, 1987 Edition”. 

PILOTAGE 
Ships to and from Danish Ports: Legislation regarding compulsory 
pilotage in Danish waters came into force 1st July 1989. 
Vessels concerned: 
(a) Oil tankers loaded or in ballast with tanks not secured (inert gas). 
(b) Chemical tankers loaded or in ballast with tanks not secured. 
(c) Gas tankers. 
(d) Vessels carrying radioactive cargoes (IMO Class 7). 
Exemptions for Pilotage: 
(a) Below 1,500 d.w.t. (loaded or ballast). 
(a)(b)(c)(d) Same Master and ship more than 5 times within 6 months. 
Transit Passage: Skagen Baltic. IMO 1985/1987, Resolution A.339 (IX). 
Vessels concerned: 
(a) 40,000 d.w.t. or more (loaded or in ballast). 
(b) Draft 13.00 m. or more. 
(c) Vessels carrying radioactive cargoes. 

These vessels are recommended to use Pilot between the Skagen/ 

Vinga line and the Baltic to reporting line “Moen Se”. 
The Sound. IMO 1975, Resolution A.578 (14). 
Vessels concerned: 

(a) Oil tankers, loaded, draft 7.00 m. and above. 
(b) Chemical tankers, loaded, any draft. 

(c) Gas tankers, loaded, any draft. 

(d) Vessels carrying radioactive materials. 

These vessels are recommended to use Pilot between Svinbada Light/ 

“MI” Buoy and Drogden Light. 
Shippos: Participants in the “Shippos” Reporting System: 
All vessels over 20,000 g.r.t. 
All vessels over 13.00 m. draft. 
All tankers over 1,600 g.r.t. loaded with oil, gas or chemicals. 
All vessels carrying radioactive cargoes. 


AABENRAA: 55.02 N. 09.26 E. (See Plan) 


LOCATION: Aabenraa is situated on the East Coast of Jylland (Jutland) 
in the Aabenraa Fjord. 
DOCUMENTS: Crew List, Passenger List, Tobacco List, Stores List, 
Load Line Certificate (all vessels above 150 g.r.t.), Safety Equipment 
(all cargo vessels of 500 g.r.t. and over), Derat, Tonnage and Nationality, 
Clearance from last port of call, cargo documents. 
PILOTAGE: Telegraphic address: “Pilot — Aabenraa”. Short notice 
about 2—4 hours — VHF Channel 16. Small red motor-boat flying 
international pilot flag. Normally located middle of Aabenraa Fjord. 
Larger ships usually take Pilot by Skaw L/V or at Kiel. Pilots to be 
ordered by ETA-telegrams to “Skawpilot Skagen”, at least 12 hours in 
Pit sem when passage via the Skaw. Skawpilot listening on VHF 
annel 16. 
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ANCHORAGES: Aabenraa Fjord or Road. Depths: about 75 ft. — a) 
RESTRICTIONS: See “General” before first port. 

MAX. SIZE: Depth of water in the Channel, at the Sonderiylia 

and at Oil Jetty | is 11.0 m. and at Oil Jetty Il is 7.0 m. Max. length, 
the Oil Jetty | is 200 m. and Oil Jetty I! is 100 m. No restriction on bes 
Max. length at Sonderjyllandskajen 250 m. No breadth restriction. 

Depth of water in dry cargo basins from 4.0 m. to 8.5 m. Max. 
200 m. No breadth restrictions. No tide — occasionally low water of 3; 
— 5 ft. in heavy gales from West. Entry day or night. 

HEALTH: In event of disease or fever on board, vessel's Agent toy 
informed before arrival. 

RADIO: Blavand Radio or Lyngby Radio. 

VHF: The port is equipped with Channels 12, 13 and 16. 

TUGS: There are no tugs stationed in the port, however, tugs 
1,400 h.p. — 3,600 h.p. available at 24 hours notice. 

BERTHING: There are 3 basins, a dry cargo pier and 2 tanker bert; 
Sydhavn: 340 m. quay, depth 4.0 m. 

Gammelhavn: 680 m. quay, depth 7.5 m. 

Nyhavn: 600 m. quay, depth: First 160 m., 8.5 m. Next 140 m., 75> 
Remaining 300 m., 6.5 m. — 6.75 m. 

Sonderjyllandskajen: 250 m. quay, depth 11 m. 

Oil Jetty |: “T’-head with breasting dolphins, depth 11 m. 

Oil Jetty Il: “T"-head with dolphins, depth 7.0 m. 

For the port the mean water-level is 0.0. Extreme high water level; 
plus 1.5 m. and extreme low water is minus 1.4 m. due to strong Nor 
Easterly gales and strong South/Westerly gales. There are no curren 
except in connection with the mentioned high and low water. The py 
can be entered day and night, and is generally open for navigaty 
throughout the year and in case of ice-difficulties during Winter, sta: 
owned icebreakers will keep the port open for navigation. 
DENSITY: Average water density in port area 1015. 

CRANES: 1 mobile crane — lifting capacity 36 tons. 

1 mobile crane — lifting capacity 30 tons. 

1 mobile crane — lifting capacity 23 tons. 

2 front loaders. 

1 fork lift — 4 tons capacity. 

Tractors and similar modern machinery also available. 
STEVEDORES: Stevedores arranged by Agent. 
MEDICAL: 12 hours notice required to arrange for doctor to comee 
board. Hospital in Aabenraa. 
TANKERS: Load/discharge connection 6 in. or 8 in. Also see “‘Berthing 
Facilities for dirty ballast available. 
FRESH WATER: Day and night from shore line, 25 t.p.h. — 30 t.p.h. 
FUEL: All grades available by barge or truck. Minimum 24 hours notic: 
CONSULS: German; Finnish; Norwegian; Swedish; British. 
REPAIRS: All types of deck and engine repair are possible. 
DRY DOCK: Shipyard with floating dock of 600 tons lifting capacty 
Max LOA 53 m. 
SURVEYORS: Lloyd's and N.V. available. 
GANGWAY/DECK WATCHMAN: Can be arranged. 
OPENING/CLOSING HATCHES: By crew. 
CUSTOMS ALLOWANCES: See “General” before first port. 
REPATRIATION: Facilities exist for effecting crew changes. 
AIRPORT: Skrydstrup. Distance from airport is 25 km. Airport is sere 
by regular airlines. 
TIME: Local time is GMT plus 1 hour. 
POLICE/AMBULANCE/FIRE: Dial “112”. 
TELEPHONES: Available for placing on 
Sonderjyllandskajen. 
SHORE LEAVE: Crew members allowed ashore. 
IDENTIFICATION CARDS: Not needed. 
GARBAGE DISPOSAL: Garbage disposal arranged with agent at 


port. 

WASTE OIL DISPOSAL: Waste oil disposal by tanker truck, arrang# 
with agent and port. 

SEAMAN’S CLUBS: Aabenraa Somandshjem, Skibberoen 28, 62! 
Aabenraa, Tel: 7462 7062. Facilities include restaurant, t.v. 00" 
newspapers, pool, shop, telephone, currency exchange, library @ 


laundry. 

CURRENCY: Danish Kroner. 

DELAYS: Normally no delay except during severe Winters due to 
between mid December and end March. 

AUTHORITY: Aabenraa Port Authority, Havnekontoret, 25 Mellemé 
6200 Aabenraa. Tel: (National) 74 622514, (International) 4574 6225! 


board at tt 


FAX: (National) 74 623143, (International) 4574 62314 
Contact: N.K. Kristiansen, Harbour Master. 
AALBORG: 57.03 N. 09.55 E. (See Plat 


DOCUMENTS: 
Ship's Register. 
Load Line Certificate. (All vessels over 150 g.r.t.) 
Road Safety Certificate. 
Safety Equipment Certificate. 
Derat Certificate or Exemption. 
1 Crew List. 
Stores List. 
Crew Personal Effects List. 
Cargo Manifest or Bills of Lading. 
Oil Liability Insurance Certificate. 


piLOTAGE: Pilotage is compulsory for the following: 

(a) All tankers of 1,500 d.w.t. or more. — 

(p) Tankers of less than 1,500 d.w.t. which carry or having uncleaned 
tanks last containing ammonia or other hazardous liquid chemicals 
as listed in the Ministry of Commerce Notice No. 195 of 12th May 
1970 on sea-borne hazardous cargoes. 

(c) All LNG and LPG carriers. 

(d) Vessels drawing 6.0 m. or more which pass through the dredged 

channel over Hals Bar. 

pilot may board at Hals Bar Roads in one of 4 different positions. Pilot 
gation and Pilot boat equipped with VHF Channel 16. 

The Western entrance at Logstor is only navigable in daylight for 

ls under 3.8 m. draft. 

ANCHORAGE: Anchoring inside the port area can only take place when 
pemission has been granted by the Port Authorities. Permission can 
be requested on VHF Channel 16 or on Telephone No. (98) 122777. 
RESTRICTIONS: The port is situated in the Limfjorden, 10 — 16 miles 
fom entrance at Hals. Controlling factor is depth at Hals Bar of 10.4 m. 

MLW. 
WAX. SIZE: Max. draft for crossing Hals Bar 9.3 m. 
Largest Vessel: 102,000 d.w.t., LOA 250 m. and max. draft 9.3 m. 
HEALTH: Pratique granted by Customs Officers who bring Health 
Declaration for Masters to complete. In event of suspected disease or 
fever on board radio details to Agent before arrival. 
RADIO: Radio stations to be used: Skagen and Lyngby, Port Authority, 
Pilot Station. Tugs and Bridges can be contacted on VHF Channel 16. 
TUGS: Four tugs available from 250 h.p. to 2,000 h.p. Not compulsory 
except through bridges for vessels over 1,500 d.w.t. 
BERTHING: There are both public and private quays in the port, with 
total length of public quayage of approximately 12 km. and private 
quayage approximately 1,100 m. 

On the South side of the fjord are the private quays of Aalborg Portland 
Cement factory (APCF). 

in the harbour basin (Quays No. 4010 — 4020) between the bridges, 
berths are used for minor shipments of frozen food. But this area is 
mainly used for visiting naval vessels, etc. 

Quays No. 4030 and 4040 are used for minor shipments of general 
cargo, and for calls by naval, cruise and other types of vessels. 

Quay No. 4050 is used for naval, cruise and other types of vessels. 
tis also used as a waiting berth. 

Part of Quay No. 4060 is used for discharging coal to the Nordkraft 
Power Station. The remaining part of Quay No. 4060 and Quays 
No. 4070 — 4080 are used for grain and feedstuff. 

Quays No. 4110, 4111, 4112 and 4113 are used for general cargo 
and bulk cargo. 

Quay No. 4120 covers the Oil Harbour. 

Also situated on the South side of the fjord, West of the railway bridge, 
are 2 yachting basins, and close by in Skudehavnen is a coaster basin. 
West of Skudehavnen, a small ferry connects the Isle of Egholm with 
the South side. 

Situated on the North side of the fjord in the central port are Quays 
No. 3012, 3013, 3014, 3015, 3016 and 3017. 

Quays No. 3012 and 3013 mainly used as waiting berths, whilst Quays 
No. 3014 — 3017 mainly used for handling grain, feedstuff and fertilisers. 

At Lindholm, West of railway bridge, is a minor harbour, mainly used 
for small tankers. 

Situated East of the central port, on the North side of the fjord, is a 

private quay used for vessels calling at the power plant 
Vendsysselvaerket NEFO, accommodating vessels of 260 m. LOA with 
33m. beam. Water depth of 10.0 m. available. 
East Harbour: The Port of Aalborg is currently being enlarged and 
developed in order to fulfill the requirements of a modern port. Most 
developments are taking place in the East Harbour, approximately 
Snautical miles East of the central port. The development plans involve 
an expansion from the present 2,200 m. of quay to quayage of more 
than 5,000 m. 

Piers No. 1 and 2 are developed, each pier covering an area of around 
500,000 sq.m. 

Piers No. 3, 4 and 5 have been approved in the regional and municipal 
plans, and the development has commenced. Pier No.3 is also 
approved in a local plan, which is the last stage in the planning 
procedures before actual establishment of the pier. Pier No. 3 is specially 
prepared to accommodate factories which are a long distance from its 
nearest neighbours. 

The East Harbour has 620m. of quayage for engineering and 
construction (the Great Belt East Bridge construction), for handling bulk 
cargo and for shipbuilding and repair (Danyard). A further 600 m. of 
quayage for Greenland trade and 850 m. for handling containers, frozen 
food and bulk. 

The NTC (Nordjysk Transport Centre) is situated at Pier No. 2. The 
Centre offers the following facilities: Cargo storage, container freight 
Slation, reefer facilities, cool store, combi-terminal, rail centre, 
“eheappagl centre, transport logistics, hotel facilities and bunkering 


Noresundby: Situated on the North side of the fjord is a yachting 
arbour, on the West side of the Limfjordsbridge. To the East side of 
the bridge is a general cargo quay, and quays for handling grain and 
UNS, as well as quays for handling raw materials and fertiliser. 

; At Lindholm, West of Norresundby, is a small harbour, mainly used 
‘Of small tankers. 

ea At Hals, in the East entrance of the fjord, is a harbour mainly used 
1 rehiing vessels, coastal vessels and yachts, with a quayage of 
2°80 m. The Limfjord East Pilot Station is situated at Hals. 

head Terminal: Berth for cruise vessels in the town centre, max. draft 


Container and Ro/Ro Facilities: The container terminal, covering 

hroximately 55,000 sq.m., of which 40,000 sq.m. is paved and used 
heavy loads. The terminal has 430 m. of quayage, and is equipped 

wd 2 mobile cranes, with spreaders for container handling, of 52 tons 

“i 45 tons respectively. Within the terminal area is a 1,000 sq.m. 
house and a Ro/Ro ramp. 
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The Pier ||, multi-terminal, in which the container terminal is situated, 
is additionally equipped with a 30 m. Ro/Ro ramp. 
Bulk Cargo Facilities: All private piers and installations alongside quays 
are capable of loading and discharging bulk cargoes. Equipment 
includes a 19 ton capacity crane for bulk and general cargo. 

The 620 m. long Bulk Terminal in the East Port, has a maximum 
discharging capacity of 8,000 tons/day. 
Cranes and Elevators: Cargo handling facilities include 11 public cranes, 
of which four are mobile cranes with a lifting capacity of 52 tons, 52 tons, 
45 tons and 18 tons. They operate in the East harbour area in addition 
to 6 private cranes. There are 3 private pneumatic elevators (60- 
150 t.p.h.) and 4 private grain loading pipes. Public cranes and operating 
crews may be hired, but loading and discharging is undertaken by private 
stevedoring companies, which have modern equipment, including a 
number of forklifts for handling containers. 
Storage: Warehouse floor space of 110,000 sq.m.; silo capacity of 
161,000 tons; cold storage of 84,000 sq.m.; oil tanks of approximately 
900,000 cu.m. and coal storage of 473,000 tons. 
BRIDGES: Two bascule bridges cross Western end of Aalborg harbour. 
Horizontal opening 30 m. Only vessels bound for Lindholm Pier are 
affected. The railway bridge can only be passed by ships over 800 g.r.t. 
with pilot on board. 

Close South East of the power station is an overhead power cable 
(vertical clearance 47 m.) which spans the fjord. 
STEVEDORES: Working Hours: Monday to Thursday 0700 hrs. — 
0830 hrs., 0900 hrs. — 1200 hrs., 1230 hrs. — 1530 hrs. Friday 0700 hrs. 
— 0830 hrs., 0900 hrs. — 1200hrs., 1230 hrs. — 1500 hrs. Overtime 
possible. 
MEDICAL: Doctors, hospital facilities available. 
TANKERS: 13 berths with lengths from 125 m. — 235 m. Maximum draft 
9.3 m. Night berthing possible. Water, bunkers and slop tank facilities 
available. 
FRESH WATER: Available at all berths. 
FUEL: All grades available. 


CONSULS: 
Belgium Tel. (98) 1201 22 
Brazil a t2613,12'33 
Finland ¥ *- 18/30/33 
France . "18 16 66 
Germany id ™ 212) 56'33) 
Greece ES "1331 00 
Iceland ¥ " 1633 39 
Netherlands " "12 44 22 
Norway id "17 00 88 
Spain 4 " 185099 
Sweden 4 "13 36 66 
United Kingdom ze "18 16 00 

REPAIRS: Machinery repairs can be effected. 


DRY DOCKS: One dry dock operated by Danyard. 
DECK WATCHMEN: Available but not compulsory. 
OPENING/CLOSING HATCHES: Normally by crew with assistance of 
stevedores. 
CUSTOMS ALLOWANCES: See “General” before first port. 
REPATRIATION: Aalborg Soefarts Service (Seamen's Service). 
AIRPORT: Situated 3 miles from town centre. 
TIME: GMT plus 1 hour in Winter. GMT plus 2 hours (April — September). 
HOLIDAYS: New Year's Day; Maundy Thursday; Good Friday; Easter 
Monday; Prayer Day; Ascension Day; Whit Monday; Christmas Day; 
Boxing Day. Half-holidays; May 1st, June 5th and December 24th. 
POLICE/AMBULANCE/FIRE: Tel: 112 
TELEPHONES: Installed by request at certain quays. 
SHORE LEAVE: No restrictions. 
IDENTIFICATION CARDS: Not required. 
GARBAGE DISPOSAL: When port fees paid, collection service is free 
of co for small quantities, otherwise actual costs will be charged. 
WASTE OIL DISPOSAL: When port fees paid, collection service is free 
of charge for small quantities (less than 8cu.m.). When standard 
connection available on ship, otherwise actual costs will be charged. 
Notice to be given at least 24 hours before collection to be made. 
SEAMAN’S CLUBS: Aalborg Sofartsservice, Snekkerstenvej 101, DK- 
9270 Klarup. Tel: 98317722. 
CURRENCY: Danish Kroner. 
GENERAL: Weather: During the Winter months, ice may occur, 
especially in the fjord, but even in severe Winters, the port is always 
kept open by local ice-breakers and powerful state ice-breakers. 
Tides: Navigation conditions are good. The normal tidal range is 0.3 m., 
but Westerly gales may raise the water level by up to 1.3 m. above MSL, 
and prevailing strong Easterly winds may set level to 0.7 m. below MSL. 
Currents in pT ale are irregular. 
DEVELOPMENTS: Aalborg has considerable areas under development 
for industry. In connection with this, preparations are being made for the 
building of new public harbour facilities. On the South bank of the fjord 
the Port Authority has available a 3.2 km stretch of coast with an area 
of approx. 206 hectares. This area is in connection with a new industrial 
and residential district of approx. 400 hectares. According to present 
plans approx. 7,000 m. of new quayage can be built here. Investments 
are estimated at 350 mill. Kr. Factories within the electronic and textile 
sectors are already established here and a continuous expansion goes 
on. On the site a special harbour with a quayage of 660 m. and depth 
8.5 m. with facilities for unit load ships as well as conventional cargo 
ships, with warehouses and administration blocks, etc. was constructed 
as base port for the Royal Greenland Trade Department's routes calling 
at all ports in Greenland. Enterprises undertaking construction, repairs 
and maintenance of oil rigs etc., for offshore activities have also settled 
on this site. (See “Plan” — East Harbour). 

Also see “Berthing” — “East Harbour’. 
AUTHORITY: Port of Aalborg Authority, 104 Vesterbro, DK-9000 
Aalborg, Denmark. Tel: (98) 122777. Telex: 69933. FAX: 98-129388. 
Contact: Svend Christensen, General Manager. Peter Petersen, 
Harbour Master. 
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AARHUS: 56.09 N. 10.13 E. (See Plan) 


DOCUMENTS: 

Ship's Register. 

Derat Certificate. 

Load Line Certificate (all vessels above 150 g.r.t.). 

Radio and Equipment Safety Certificates. 

Customs Clearance from last port. 

Spirits and Tobacco List for ship and crew. 

PILOTAGE: Harbour Pilotage only compulsory for: 

(a) Tankers of 1,500 d.w.t. or above. 

(b) rote loaded with inflammable liquids with flash point below 

23°C. 

(c) Tankers loaded with, or have unclean tanks which have recently 
contained, dangerous liquid chemicals listed in IMO’s “Code for 
the construction and equipment of ships carrying dangerous 
chemicals in bulk", and 

(d) Non gas-free gas tankers. 

Exceptions for frequent callers. 

Harbour Pilot boards 1-2 miles outside port. 

Larger vessels usually take Pilot by Skaw L/V. Pilots to be ordered 
by ETA-telegrams to “Skawpilot Skagen”, at least 12 hours in advance. 
Skawpilot listening on VHF Channel 16. 

Vessels leaving harbour or changing berth should report at least 
15 minutes in advance, to the pilot station on Channel 16. If the 
movement is delayed, a further report should be sent 10 minutes in 
advance. 

ANCHORAGE: Anchorage in roads — good holding ground. Nature of 
bottom: clay. 

RESTRICTIONS: No restrictions. Night entry permitted. Also see 
“General” before first port. 

MAX. SIZE: Draft: Oil port 10.5 m. General cargo port up to 9.5 m. 
Container terminal up to 10.5 m. Eastern Division 13.0 m. Coal terminal 
13.0 m. No tide. 

HEALTH: Necessary formalities carried out by Customs on arrival. 
RADIO: Radio stations to be used: Skagen and Lyngby. Pilot station 
and tugs can be contacted on VHF Channel 16. 

TUGS: 2 Tugs stationed at the port. Additional tugs available from 
outside. 

CARGO HANDLING FACILITIES: 7 cranes for coal, fertilisers, sulphur, 
ore, etc., and 9 cranes up to 5 tons. Mobile cranes up to 4 tons. 
Container Terminal: Max. depth of water 11 m. Total quay length 816 m. 
4 gantry container cranes up to 40 tons. Fork lifts up to 40 tons. 
Multi-Terminal: Quay length 1,000 m., depth 13.5 m. Facilities for bulk, 
break bulk, container and Ro/Ro cargoes. 150 tonne crane. 4 multi- 
purpose cranes (35 tonnes on hook and 12 tonnes on grab). 
Roll-on/Roll-off: 1 movable and 4 solid Roll-on/Roll-off berths. Fork lifts 
up to 40 tons. Several berths for liquid chemicals and LPG carriers. 
Private Cranes: Coal terminal: Length 450 m., depth 13.5 m. 2 gantry 
cranes, combined capacity 1,000 t.p.h. 4 travelling cranes on carriage 
bridges for handling of coal, coke, fertiliser, and broken stone, etc., 
capacities 5 — 7.5 tons. 1 travelling crane on fixed bridge for handling 
of sand, stone and gravel, etc., capacity 90 t.p.h. 2 travelling cranes on 
carriage bridges for handling of general cargo, capacity 1.5 tons. One 
floating crane up to 20 tons. 

Private Suction Plants, etc.: 4 grain suction plants, capacities of 60 — 
100 t.p.h. 1 grain elevator, capacity of 35 t.p.h. 4 grain loading pipes. 
6 cup elevators for copra and soya beans (80 t.p.h. each). 4 suction 
elevators for copra and soya beans (125 t.p.h. each). 1 loading pipe for 
copra and soya beans. 

STEVEDORES: 

Aarhus Stevedore Company: Stevedoring is carried out by cooperation 
between the individual brokers/agents and Aarhus Stevedore Company. 

Round-the-clock service is available every day including Saturdays, 
Sundays and most holidays. 

Standard hours: 


Mondays 0700 - 1630 

Tuesdays-Fridays 0700 - 1600 
Container Terminal: 

Mondays-Fridays 0700 - 1730 


Work outside standard hours may be carried out against overtime 
pay. (The basis of the above information is a 38-hour standard working 
week. 

Aarhus Stevedore Company has all kinds of modern equipment at its 
disposal, including: 

17 front loaders, { All equipped with automatic spreaders for 

2 container stackers. full and empty containers. 

21 tugmasters with 11 goose-necks. 

56 terminal vans, 9x20 ft. and 4740 ft. 

22 fork lift trucks, capacity from 2.5 tons to 30 tons. 

7 loaders. 

Special gear for handling different kinds of cargo, e.g. bulk cargo, 
paper, timber, project cargo and cars, etc. also available. 
Thor Jorgensen A/S: Situated at Pier No. 4, Quay 85. 

There is a 5,000 sq.m. warehouse/CFS in the area, also 96 reefer 
sockets and cleaning facilities, etc., are available and a total loading/ 
discharging service is offered in connection with containers and break- 
bulk cargo. Terminal chassis, tugmasters, contchamps, forklifts available 
for handling cargo, etc. 

The terminal is owned by Thor Jorgensen A/S, a company owned by 
the A.P.Moller Group. 

MEDICAL: All medical services possible. Call Pilots if medical 
attendance required on board. 

TANKERS: Discharge lines: 4 in., 6 in., 8 in., 10 in. and 12 in. Quay 
201 — 203, max. oil discharging 1,200 cu.m./hr. Quay 202 and 124, 
1,000 cu.m./hr., and Quay 120, 800 cu.m./hr. Berth 313 depth 12.0 m. 
FRESH WATER: Shore installations at most berths. 

FUEL: All oo available. 

FIRE PRECAUTIONS: Tankers discharging: Fire watch. Special 
harbour fire fighting on tugs. 
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CONSULS: 

Belgium Tel: 86.14.71.00 Japan Tel: 86.12.58 
Brazil 86.12.88.88 Netherlands 86.12.04 
Finland 86.29.21.00 Norway 86.14.59 
France 86.19.32.77 Spain 86.12.45 4 
Germany 86.12.32.11 Sweden 86.13.63); 
Greece 86.12.27.00 United Kingdom 86.12.88 
Iceland 86.13.40.00 


REPAIRS: Most repairs and overhauls possible. 

DRY DOCKS: Aarhus Dry Dock. The shipyard possesses a large reps 
section and specialises, among other things, in extending ships ang, 
undertaking comprehensive re-building. But all kinds of ships’ repay 
and overhauls of machinery are performed in its modern workshops ; 
employs a staff of 500-600, and it has recently invested in new crang 
floating docks, and workshops. 

5 Dock No. 1 has a lifting capacity of 19,000 tons. Dock size — 190 m, 

5m. 

Dock No. 2 has a lifting capacity of 4,000 tons. Dock size . 
110 m.x22.8 m. 

There is also one minor slipway in the Port of Aarhus, and the op 
has numerous service workshops. ; 
DECK WATCHMEN: Available, but not compulsory. 
OPENING/CLOSING HATCHES: Normally by crew with assistance » 
stevedores. 

REPATRIATION: Aarhus Sofarts Service. Tel: 86.19.13.33. 
AIRPORT: 32 km. from port. 

TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summerting 
(April to October). 

HOLIDAYS: New Year's Day, Maundy Thursday, Good Friday, Easiz 
Monday, Prayer Day (fourth Friday after Easter), Ascencion Da 
Whit Monday, Constitution Day, Christmas Day, Boxing Day. 
POLICE/AMBULANCE/FIRE: Tel: “000”. 

TELEPHONES: At several piers. 

SHORE LEAVE: No restrictions. 

IDENTIFICATION CARDS: Not required. 

GARBAGE DISPOSAL: Ordinary garbage from ships may be dispose 
of free of charge in garbage containers placed throughout the harbow 
Harmful or dangerous waste must not be placed in these containes 
Disposal of such waste and of large quantities of setae must & 
arranged with the Vessel Traffic Service, VHF Channel 16, T¢ 
86.133266. 

WASTE OIL DISPOSAL: Large quantities are received at Berth No.12 
shore tank capacity 2,000 cu.m. Small and reasonable quantities ar 
collected at ship's berths free of charge. Contact Vessel Traffic Service 
VHF Channel 16, Tel: 86.133266. 

SEAMAN’S CLUBS: International Seaman's Club, Gotlandsgade' 
8000 Aarhus. Tel: 86.121599. Fax: 86.131652. 

Facilities include international telephone service, postage, chur? 
services, football matches and other sports. 

CURRENCY: Danish Kroner (DKr.). No currency restrictions. 

AUTHORITY: Port of Aarhus Authority, P.O.Box 130, Europaplads ? 

DK-8100 Aarhus C, Denmark. Tel: 45.86.133266. International - 

Sater Gal he FAX: 45.86.127662. Contact: Kaj Schmidt, Por 
irector. 


AEROSKOBING: 54.54 N. 10.25 E. (See Plan) 


DOCUMENTS: See “Copenhagen”. 

PILOTAGE: Contact using VHF Channel 16, Tel: (62) 521253. 
MAX. SIZE: Length 80 m., beam 17 m., draft 4.5 m. 

HEALTH: See “Copenhagen”. 

RADIO: Lyngby Radio OXZ. 

VHF: Harbour Master/Pilot on Channels 16 and 12. 

TUGS: Not compulsory, pilot boat assists if necessary. Larger tugs @ 
be ordered on request. 

BERTHING: 3 berths available. 

CRANES: 1 mobile crane available. 

STEVEDORES: Ordered by Agents. 

MEDICAL: Doctors and hospital facilities available. 

FRESH WATER: Available. 

FUEL: Available. 

FIRE PRECAUTIONS: Normal fire precautions. 

CONSULS: None. 

REPAIRS: All repairs possible. 

DRY DOCKS: None, however there is one slipway for vessels up* 
50 m. x 10 m. 

GANGWAY/DECK WATCHMEN: Not necessary. 

HATCHES: Opening/closing carried out by crew. , 
AIRPORT: Local airport 9 km. away, with private connections * 
Copenhagen. Nearest commercial airport at Odense. 

TIME: GMT plus 1 hour; Summertime (March — September) GMT p# 
2 hours. 

HOLIDAYS: Normal Danish holidays. 
POLICE/AMBULANCE/FIRE: Dia! 000. 

BANKS: Den Danske Bank. 

STORING: By truck alongside. 

SHORE LEAVE: Permitted. 

IDENTIFICATION CARDS: Not required. 

AUTHORITY: L. Andersen, Harbour Master. Te/: 45-62-521253. 


AGENT: W. Nielsen & Co., P.O.Box 20, DK 5970, Aeroskobing. Tel: # 
62-521150. Telex: 50583. Fax: 45-62-521120. Cables: Williamco. 


ASNAES (Asnaes Power Station, Kalundborg): 


poRT LIMITS: When boarded by Harbour Pilot at the Firth of 
xajundborg; or when at anchorage at the Firth waiting for berth. 
_ gtd 
's Register. 
eo Line Certificate. 
Safety Radio and Safety Equipment Certificates. 
Derat or Exemption Certificate. 
Construction Certificate. = 
Certificate of Insurance or other financial security in respect of civil 
liability for oil pollution damage. 
2 Crew Lists. 
Tobacco and Spirit List covering all goods on board belonging to crew, 
officers, Master, ship's bar or passengers. 
Cargo Manifest or Bill of Lading. 
pILOTAGE: Pilotage not compulsory. Harbour Pilot boards at entrance 
of Kalundborg Firth; bigger ships usually take Pilot at Skaw Pilot Station 
apout 130 miles from Kalundborg. Skaw as well as Harbour Pilots 
stening on VHF Channel 16. Kalundborg Pilot Station Tel: 53510200. 
Pilots to be ordered by ETA-telegram to Agents at least 24 hours in 


ance. 
iNCHORAGE: Large vessels anchor in 16 m. of water outside between 
Aoesnaes and Asnaes; S.W. to N.W. winds cause swell, but holding 
ground is good. 
RESTRICTIONS: No entry restrictions; arrival day and night and no tide 
with normal winds. Also see “General” before first port. 
MAX. SIZE: Oil Berth: Depth alongside: 9.5 m. 

Old Coal Berth: Depth alongside: 9.5 m. Length of quay: 285 m. 

New Coal Berth: Depth alongside: 13m. Length of quay: 216 m. 
However, vessels with length of 290 m. acceptable as there are dolphins 
between the Oil Berth and the New Coal Berth. 

Ash Berth: Depth alongside: 7.7 m. 

HEALTH: No special restrictions as to Free Pratique, which will be 
granted by authorities on arrival. 

RADIO: Lyngby Radio. 

VHF: Channel 16 to pilot station (also Skaw Pilot). 

RADAR: No radar installations. 

TUGS: At Firth of Kalundborg — 2/3 miles from port — ships’ lines to be 
used. Pilot decides number and size of tugs. 

BERTHING: One oil berth: Length 200 m. (a further length of ships at 
about 100 m. acceptable for berthing alongside the dolphins). Max. safe 
arival draft: 31 ft. 02 in. (9.5 m.). 

Old Coal Berth: Length 285 m. Max. safe arrival draft: 31 ft. 02 in. 
95m.). 2 cranes available. 

New Coal Berth: Length of quay: 216 m. (See “Max. Size"). Max. safe 
arival draft: Capesize 13.0 m. Panamax 13.2 m. 2 cranes available. 

Ash Berth: Safe draft 25 ft. (7.65 m.). Loading only, by pipeline from 
6,000 cu.m. silo. 

STEVEDORES: Private stevedores to be ordered through receivers — 
coal discharge rate: about 700 t.p.h. 

New Coal Berth: Discharge rate about 1,500 t.p.h. (average). 
MEDICAL: All medical and hospital facilities available. No advance 
notice necessary. 

TANKERS: 2 discharge hoses (a possibility of 3) of 8 in. each. Average 
discharge rate 3,000 t.p.h., max. back pressure 10 kg./sq.cm. Loading 
fate 60 t.p.h. — 1,000 t.p.h. Discharge of dirty ballast from fuel oil and 
gasoil tankers. Oil spills to be handled by Fire Brigade and Police. Also 
see “Berthing”’. 

DENSITY: Brackish 1006 — 1021. Normal about 1011. 

FRESH WATER: Available by pipeline at the berth. Rate 10 t.p.h. 
FUEL: Available by barge or truck. 

CONSULS: Swedish and Norwegian at Kalundborg. Others at 
Copenhagen. 

REPAIRS: All types of smaller repairs can be carried out. 

DRY DOCKS: No dry dock available. 

SURVEYORS: Caleb Brett and SGS have local offices in Kalundborg. 
Saybolt have an office in Skaelskoer. 

GANGWAY/DECK WATCHMEN: Not recommended. 

HATCHES: Opening/closing hatches to be carried out by crew. 
CUSTOMS ALLOWANCES: See “General” before first port. 
REPATRIATION: All repatriation can be arranged normally via 
Copenhagen 100 km. from Kalundborg. 

AIRPORT: Nearest at Copenhagen (100 Km.). 

TIME: GMT plus 1 hour (from Late September — Late March). GMT plus 
2hours (from Late March — Late September). 

HOLIDAYS: Saturday/Sunday normally no work, also no work on 
holidays declared as official Danish holidays. 
POLICE/AMBULANCE/FIRE: 1-1-2 all alarms. 

EMERGENCY CO-ORDINATION CENTRE: 

ae ah Channel 16 Lyngby Radio — will contact the Authorities 
TELEPHONES: No telephone connection on board. 

SERVICES: No tank-cleaning facilities; all other services to ships can 
aanranged via Agent. Discharge of dirty water/oil can be arranged. 

ANKS: Unibank A/S, DK-1786 Copenhagen K. Telex: 27543 UNIB DK. 
NS Den Danske Bank, Holmens Kanal 12, 1092 Copenhagen K. 

lex: 15880 DDBFX DK. 

‘ Privatbanken A/S, Boersgade 4, 1215 Copenhagen K. 
oes 27196 PRIVCO DK. 

ORING: See “Prelims”. 

Vessel can be stored from barge and truck. 
No restrictions — can be stored during discharging. 

t pucks can proceed alongside. 
~ Fork lift trucks can be used on the Jetty. 
ther, special customs’ regulations except: spirits and tobacco, and 

vo vd aay under bond to be declared to Customs before unloading/ 


5 Local riggers can be employed. 
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DENMARK 


SHORE LEAVE: No restrictions for shore leave. 

IDENTIFICATION CARDS: Shore passes necessary. 

AUTHORITY: Owners of the Port: SK Power, Strandvejen 102, DK- 
2900 Hellerup, Denmark. Tel: 39473947. Telex: 35158. FAX: 31-612888. 
Port Authority: Asnaes Power Station, Asnaesvej 16, 4400 Kalundborg, 
Denmark. Tel: 53-511500. FAX: 53-515004. Contact: Arne Krogh. 


ASSENS: 55.15 N. 09.53 E. (See Plan) 


LOCATION: On West side of Funen in Little Belt. Open all year except 
in severe weather when Little Belt may be frozen. 
DOCUMENTS: 

Customs Declaration for Ships, Form G25. 

Maritime Declaration of Health, Z2 Ln 00-146. 

Master's Declaration, Arrival, P650-010 (3/79). 

Ice-Breaker Dues, Form G92 (only from 15th December — 31st March). 

Crew List. 

All Forms can be obtained from the Agent. 
PILOTAGE: Not compulsory. Pilot requires 4 hours’ notice. Pilot 
boarding points are 1 — 2 miles North or South of Assens. If necessary, 
Pilot can board in Little Belt. 
ANCHORAGES: In the Roads North of Assens and S.W. of Assens. 
MAX. SIZE: Vessels up to 130 m. LOA, max. draft 7 m. and max. beam 
20 m. No tides. 
RADIO: Lyngby Radio (OXZ). 
VHF: There is a VHF station at the pilot station, Channel 16. 
RADAR: There is radar in the tug used by the Pilot. 
TUGS: There is a small tug, for larger tugs 6 hours’ notice to be given. 
Ship's lines are used. 
BERTHING: Loading/discharging normally takes place in the Northern 
Basin, depth 7 m., which is served by railway. The total length of quays 
is 400 m., made up of 100 m. on the North side, 170 m. on the East 
side and 130 m. on the South Side. 
CRANES: 2 mobile cranes 32 tons, 1 mobile crane 24 tons and 1 mobile 
crane 8 tons capacity. 
STEVEDORES: Working hours 0700 — 1530, Monday to Friday. 
Overtime by arrangement. 
MEDICAL: Full hospital facilities available without prior notice. 
FRESH WATER: Good quality potable water available in unlimited 
quantities. 
FUEL: Can be delivered, if sufficient notice given. 
REPAIRS: Most types of repairs can be undertaken at the shipyard. 
DRY DOCKS: One floating dock for ships up to 1,350 tons, max. length 
80 m. and 15 m. beam. and 1 dock for ships up to 1,200 tons, max. length 
80 m. and 15 m. beam. 
GANGWAY/DECK WATCHMEN: Not necessary. 
HATCHES: Opening/closing done by crew. 
CUSTOMS ALLOWANCES: See “General” before first port. 
AIRPORT: Odense, 50 km. away. Daily connections to Copenhagen. 
TIME: GMT plus 1 hour; Summertime GMT plus 2 hours from March to 
September. 
HOLIDAYS: Usual Danish holidays. 
POLICE/AMBULANCE/FIRE: Dial 112. 
TELEPHONES: Available aboard vessels. 
STORING: See “Prelims”. 

1. Vessels can be stored by truck. 

3. Yes. 


4. Yes. 
SHORE LEAVE: Permitted. 
DELAYS: Normally no delays. 
AUTHORITY: Assens Havn, Harbour Office, Ndr. Havnevej 19, DK-5610 
Assens, Denmark. Tel: (64) 713165-713580. Contact: N. Hald- 
Andersen, Harbour Master. 


AGENT: A. Fage-Pedersen A/S, Ndr. Havnevej 12, DK-5610 Assens, 
Denmark. Tel: 64-711200. Telex: 50301 (Fage DK). Cables: Shipping. 
Fax: (45) 64-711255. 


BANDHOLM: 54.50 N. 11.30 E. 


DOCUMENTS: 

1 Crew List. 

1 Passenger List. 

1 Stores List. 

1 Manifest or Bill of Lading. 
PILOTAGE: Not compulsory. Pilot boards vessel at Sea Buoy off Vejroe 
from pilot vessel, hull painted orange and “Pilot” on each side of the 
hull. Pilot ordered through Agent, telephone 53888011 four hours prior 
arrival at Sea Buoy. VHF Channel 16. Telephone number of Pilot Station 
53894975/53894152 day/night. 
ANCHORAGE: Near Sea Buoy off Vejroe. 
RESTRICTIONS: See “General” before first port. 
MAX. SIZE: Length 115 m.(approx) depending on tide, draft 5.10 m. 
HEALTH: Normal quarantine rules. 
RADIO: Lyngby Radio or Kiel Radio. 
TUGS: None. 


(See Plan) 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle, 


BERTHING: Sheltered harbour with 366 m. of stone quays available 
and easily accessible. Depth of water at entrance 5.10 m. Depth at West 
quays, 4.4 m. At East quay 232 m. there is 5.8 m. average depth. Mobile 
crane to discharge 100 — 125 t.p.h. with grab. Average daily rates: Coal 
and coke 800 — 1,000 tons. Grain elevator at East quay, loading capacity 
120 t.p.h. storage capacity 25,000 tons. Grain elevator at West quay, 
coe capacity approximately 140 t.p.h. Storage capacity 20,000 tons. 
STEVEDORES: Ordered by Agent. Working hours Monday to Thursday 
from 0700 hrs. daily to 1530 hrs., Friday 0700 hrs. — 1500 hrs. Saturday 
no work. 

MEDICAL: Doctors, hospital facilities available. 

FRESH WATER: Supplied from quay installations. 

FUEL: Available. 

REPAIRS: Small deck and engine repairs possible. 
OPENING/CLOSING HATCHES: Carried out by crew. 
GANGWAY/DECK WATCHMEN: Not necessary. 

CUSTOMS ALLOWANCES: See “General” before first port. 
AIRPORT: Maribo Airport, 15 km. away. Copenhagen Airport 150 km. 
away. 

TIME: GMT plus 1 hour. 

HOLIDAYS: See “Copenhagen”. 

POLICE/AMBULANCE/FIRE: Dial 0-0-0 and ask for Police, Ambulance 
or Fire Brigade. 

TELEPHONE: Not available on board vessels. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not required. 

GARBAGE DISPOSAL: Service available through Agent. 

WASTE OIL DISPOSAL: No facilities available. 

SEAMAN’S CLUBS: None. 

CURRENCY: Danish Kroner (DKr.). 

GENERAL: Tide normally 1 ft. 

AUTHORITY: Knuthenborg Godskontor, Birketve} 1, DK-4941 
Bandholm, Denmark. Tel: (45) 53-88 80 89. Telex: 40256 hoban dk. 
FAX: (45) 53 88 84 58. 

AGENT: Alfr. Hovmand, Shipbroker, Havnepladsen 6, DK-4941 
Bandholm, Denmark. Tel: 53-88 80 11. Telex: 40256 Hoban Dk. 
Fax: 53-88 83 50. Cables: “Hovmandship, Bandholm”’. 


COPENHAGEN: 55.42 N. 12.37 E. 


DOCUMENTS: 

1 Crew List. 

2 Passenger Lists. 

1 List giving stock of stores and provisions. 

Customs Officers bring form to be signed by Master indicating that 
no epidemic diseases are on board. Formal Bill of Health signed by 
Danish Consul in port of departure is not necessary. 

ARRIVAL: Before a vessel enters the port, its national flag shall be 
hoisted and the anchors shall be ready to drop. If the vessel is to pass 
any of the bridges or the lock, outboard davits, etc. shall be taken in. 

All vessels shall notify their entry, departure or shifting (of berth) in 
advance and in ample time to the Port of Copenhagen’'s Traffic Control 
Centre by telephone 45 33 14 43 40 or by calling via VHF, Channels 
12 or 16. When making such notification, the vessel’s name, port of 
registration and the location from which it is to come or to which it is to 
sail shall be declared. 

Passage through the Port of Copenhagen is forbidden, under the 

penalty of a fine — cf. Section 70 of these Regulations — to vessels which 
are not to discharge and load in the port, unless the vessels can pass 
under both Knippelsbro and Langebro without opening (i.e. raising) of 
these bridges. 
PILOTAGE: Telegr. address: Soundpilot-Copenhagen. Tel. 31 38 67 
00. Pilotage not compulsory. ETA minimum 1 hour. VHF Channel 16. 
Pilot boats painted red. “Pilot” painted in white on side. Pilot flag “G” 
(white light) — VHF. Pilot comes on board at Middelgrund Fort (Pilot for 
Drogden at the same place). Pilot boards by ship's ladder. 

Bigger ships usually take Pilot by Skaw L/V. Pilots to be ordered by 
ETA-telegrams to Skawpilot Skagen, at least 12 hours in advance. 
Skawpilot listening on VHF Channel 16. 

ANCHORAGE: Depth 11 m., 1 mile North of Middelgrund Fort. 
RESTRICTIONS: See “General” before first port. 

MAX. SIZE: Limited by draft only. Depths in the port, 10 m.; in the Oil 
Harbour, 10.5 m.; at the Oil Pier (Berths No.842, 843 and 844), 12.0 m. 
HEALTH: See “Documents”. If fear of suspected disease or fever: 
yellow flag — VHF. 

RADIO: Lyngby Radio: OXZ. VHF Channel 16 to all installations. ETA 
cables to Agents and receivers, preferably by Lyngby Radio. 
RADAR/VHF: No port radar. VHF Channel 16. 

TUGS: Towage not compulsory. Tugs join ships at entrance to port. 
Ship's hawsers only. 


(See Plan) 


BERTHING: 
Harbour Quay Lengths* Depths* 
No. (m.) (m.) 
Fiskerhavnen 1-9 80 — 178 25-3 
Sluseholmen 14-19 50 — 155 7 
Tegivaerkshavnen 23 — 34 42 — 166 2-7 
Teglholmen 38 — 52 73 — 144 2-7 
Tegigadeomradet 59 — 60 22 — 28 4 
Frederiksholmslobet 71-76 29 — 183 a 
Enghave Brygge 81 — 87 80 — 135 44-63 
Tommergraven 88 — 94 61 — 120 2.5-5 
Gasvaerkshavnen 97 140 3.7 
Kalvebod Brygge 102 — 113 73 — 150 4-69 
Christians Brygge 114-122 26 — 90 3.1-6.9 
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Harbour Quay Lengths* Depths" 
No. m.) (m.) 
Havnegade 139-143 100-120 6.9 
Nyhavn 144 — 152 29-114 2.5-5 
Kvaesthusbroen 153 — 159 45 -— 125 6.2-8 
Kvaesthusgraven 160 — 161 78-119 6.2-75 
Amaliehaven 162-164 100-158 75-81 
Sondre Toldbod 165 — 168 92 -—95 6.9-84 
Nordre Toldbod 171 —179 25-77 2.5-75 
Lystbadehavnen 183 — 187 57-118 3 
Langeliniekaj 190 — 199 27 — 131 4-10 
Sondre Frihavn 200 — 219 38 — 230 7-91 
Mellembassin 220-228 115-145 3.5-75 
Nordbassin 230 — 239 50 — 240 3-9 
Redmolen 240 183 9.1 -10 
Kronlobsbassin 241 — 249 63 — 180 9.5 
Orientbassin 250 — 266 72 — 165 7-10 
Skudehavnen 317 — 320 80 — 110 2.5-28 
Faergehavn Nord 390 — 398 15 -—177 6-67 
Kalkbraenderihavnen 400-428 35 -— 115 2.8 - 67 
Svanemollehavnen 429 — 437 30 — 150 1-4 
Sjaellandsbroen 508-509 100-130 3.7 
Slusehavnen 510-514 63 — 80 3.7 
Islands Brygge 550 — 564 50 — 140 6.2-95 
Christianshavn 570-572 110-120 3.1 -6.2 
Christianshavns Kanal 573 — 602 60 — 135 1-62 
Christianshavn 603 — 636 29 — 127 1-75 
Christiansholm 640 — 650 65 — 145 1-10 
Refshaleoen,vest 662 — 683 45 — 210 1-81 
Lynettehavnen 684 — 688 95 — 125 1-5 
Amagervaerket 835 — 838 40 — 140 6.0 — 105 
Provestenshavnen 840 — 861 35 — 145 5-12 


Also see “Tankers”. 
“Please note that the minimum and maximum lengths of the quay 
are not directly related to the depths shown. The depths are the minim: 
and maximum depths in the relevant harbours. 


BRIDGES: Larger ships must take Pilot and tugs to pass the bridgs 
down to the South Harbour. 

The Knippelsbro and Langebro and Sjaellandsbroen will be closediy 
passage as follows: 


Knippelsbro/Langebro Sjaellandsbroe 
Monday — 0000 — 0550 hrs. 0000 — 0600 in 
Friday 0615 — 0655 hrs. 0615 — 0655 m 
0735 — 0900 hrs. 0735 — 0900 tx 
1500 — 1800 hrs. 1500 — 1800 te 
2000 — 2400 In 
Saturday 0000 — 0655 hrs. 0000 — 0600 hs 
0735 — 0900 hrs. 0615 — 0655 hs 
1200 — 1230 hrs. 0735 — 0900 hs 
1300 — 1330 hrs. 1200 — 1230 
1800 — 2400 hrs. 1300 — 1330m 
2000 — 2400 ts 
Sundays and 0000 — 0800 hrs. 
Holidays 1200 — 1800 hrs. 
2000 — 2400 hrs. 
15th May — 0000 — 0600 fs 
15th September 1000 — 1700m 
2000 — 2400 ts 
16th September — 0000 — 0700" 
14th May 1000 — 1700 
1800 — 2400 
Constitution Day 
5th June 1200 — 1300 hrs. 1200 — 1300 
Christmas Eve 
24th December 1800 — 2400 hrs. 1800 — 2400" 


and New Year's Eve 
31st December 


CONTAINER TERMINAL: At the Levant Quay in the free port. Qué 
length 500 m., depth alongside 10 m. 2 Container cranes capacity $ 
tons. Horizontal handling by straddle carriers and a number of i 
loaders. 

STEVEDORES: ETA earliest possible by VHF and not later than no? 
on the day before loading or discharging is intended to be commenc® 
MEDICAL: No advance notice necessary. Hospitals available. 
TANKERS: 10/12 berths according to size. 

Provestens Oil Harbour: 


Depth at Quay 1: 10.5 m. 
Quay 2: 9.1-—10.5m 
Quay 3: 6.0- 9.1m 
Quay 4: 9.1-10.5m 
Quay 5: 10.5 m. 
Oil Pier North: 6.0 m. 
Oil Pier East: 12.0 m. 


Length and beam unimportant. Slop barge available. 
FRESH WATER: From quay or water boat. 
FUEL: All grades available. At bunker station, no notice requié 
delivery 24 hours a day. By lighter in port or in roads; 10 hours 
preferred. 
FIRE PRECAUTIONS: Ready hawsers fore and aft. No engine rep? 


CONSULS: The following countries are represented. 


ntina Hungary Pakistan 
australia Iceland Panama 
austria India Paraguay 
Bangladesh Indonesia Peru 
Belgium Iran Philippines 
Bolivia Iraq Poland 
Brazil Ireland Portugal 
Buigaria Israel Romania 
Canada Italy Russia 
Chile Ivory Coast San Marino 
China Japan Saudi Arabia 
Colombia Korea Senegal 
Costa Rica Kuwait Somalia 
Cuba Lesotho South Africa 
Cyprus Liberia Spain 
Dominican Republic Libya Sri Lanka 
Egypt Luxembourg Sudan 
£| Salvador Malaysia Sweden 
Finland Malta Switzerland 
France Morocco Thailand 
Germany Mauritania Tunisia 
Ghana Mexico Turkey 
Greece Monaco Uganda 
Guatemala Nepal Upper Volta 
Guinea Netherlands United Kingdom 
Haiti Nicaragua United States 
Honduras Norway Venezuela 


REPAIRS: All types of repairs possible. 

GANGWAY/DECK WATCHMEN: Deemed unnecessary. 
OPENING/CLOSING HATCHES: To be opened by ship's crew. 
CERTIFICATES: To be on board: 

Ship's Register. 

Radio Safety Certificate. 

Safety Equipment Certificate. 

International Load Line Certificate. 

Derat Certificate. 

CUSTOMS ALLOWANCES: See “General” before first port. 
REPATRIATION: Facilities exist for changing crew and arranging any 
necessary repatriation. 

AIRPORT: 6 miles from centre. Direct lines for all parts of the world. 
TIME: GMT plus 1 hour. 

HOLIDAYS: New Year's Day (January 1st); Maundy Thursday; Good 
Friday; Easter Monday; Prayer Day; Ascension Day; Whit Monday; 
Christmas Day (December 25th); Boxing Day (December 26th). 

Half Holidays: Labour Day (May 1st); Constitution Day (June 5th); 
Christmas Eve (December 24th). 

Working Hours: 0700 — 1630 with 2 half-hour meal breaks. 

Overtime work on Saturday and Sunday should be ordered by 
1130 hrs. on Friday. 

The working hours vary slightly from port to port as some start at 0730 
and others at 0800 hrs., but a 42.5 hour week is common to all. 
POLICE/AMBULANCE/FIRE: Call “112”. 
acta In many berths telephones can be placed on board 
ships. 

SERVICES: All services available (tank cleaning, discharge of tank 
washings, compass adjusting etc.). 

SHORE LEAVE: No restrictions. 

IDENTIFICATION CARDS: Not necessary except in Oil Harbour, where 
the Port Authority deliver the cards. 

GENERAL: Customs Authorities supervision of ship's provisions and 
bonded stores is carried out in the Free Port in the same way as in 
Customs Port. In this connection the Free Port is not a Free Port. 
AUTHORITY: Port of Copenhagen Authority, P.O.Box 2083, Nordre 
Toldbod 7, DK-1013 Copenhagen K. Tel: 45 33 14 43 40. Telex: 15439. 
FAX: 45 33 93 23 40. Cables: “Copenport”. Contact: Erik Schafer, 
General Manager. Erik Lober, Port Captain. 


ENSTED: 55.01 N. 09.26 E. (See Plan) 


Also refer to ‘“Aabenraa”’. 


DOCUMENTS: See “Aabenraa”. 
PILOTAGE: See “Aabenraa”. 
ANCHORAGES: See “Aabenraa”. 
HEALTH: In event of disease or fever on board, vessel's Agent to be 
formed before arrival. 
RADIO: Blaavand or Lyngby Radio. 
: Large vessels may require towage assistance on entering and 
wee Ensted Harbour. 24 hours notice is required to call a Svitzer tug. 
HF: Pilot on Channels 12 and 16. 
ERTHING: 
Oil Terminal: 
Oil Pier (Berth No. 1): 


Length overall 350 m. 
Beam No limits 
Water depth 18 m. 
Bow/centre 165 m. 
Max. height water-level/manifold 26.5 m. 
Load/discharge line 2x16 in. 
Capacity (each line) 2,500 cu.m./hr. 


DENMARK 
Oil Pier (Berth No. 2): 
Length overall 350 m. 
Beam No limits 
Water depth 15.5 m. 
Bow/centre 165 m. 
Max. height water-level/manifold 17.0 m. 
Load/discharge line 2x12 in. 
Capacity (each line) 1,000 cu.m./hr. 


Coal Terminal: Largest vessels which can be accommodated at the 
Deep Sea Coal Berth: 


Max. Length Overall 350 m. 
Max. Beam No restriction. 
Water Depth 18 m. 
Discharging facilities 1x40 ton unloading crane and 
for coal 1x continuous unloader (1,550 
cu.m./hour) 
Total outturn/24 hours 40,000 tonnes 
Height from water level 
to hatch coaming 20 m. 
Outlay of cranes from 
quay side to centre 
grab 38 m. 
Max. distance between 
centre of cranes 
(grabs) 285 m. 
STEVEDORES: To be informed by Agent. 
DENSITY: 1015. 


MEDICAL: A few hours notice required to arrange for doctor to come 
on board. Hospital in Aabenraa. 

TANKERS: See “Berthing”. 

TIDE: No tide — arriving and sailing day and night. 

FRESH WATER: Fresh water from shore line 5 t.p.h. 

FUEL: Available by barge or truck. 

CONSULS: Norway, Germany, Finland, Sweden and United Kingdom. 
REPAIRS: All types of deck and engine repairs are possible. 
OPENING/CLOSING HATCHES: By crew. 

REPATRIATION: Facilities exist for effecting crew changes. 
AIRPORT: Skrydstrup. The distance from airport is 25 km. Airport is 
served by ane airlines via Copenhagen. 
POLICE/AMBULANCE/FIRE: Telephone number 112. 

SHORE LEAVE: Crew members are allowed ashore. 

TELEPHONES: Available for placing on board. 

GARBAGE DISPOSAL: A garbage container will be placed alongside 
by harbour officials if requested to do so. 

WASTE OIL DISPOSAL: On request to Port Authorities, it is possible 
to have tanker trucks come alongside vessel to receive slops. These 
must be pumped by the vessel and providing the quantity is reasonable 
(residues from last voyage) this service is free. 

SEAMAN’S CLUBS: See “Aabenraa’’. 

CURRENCY: Danish Kroner (DKK). 

AUTHORITY: Soenderjyliands Hoejspaendingsvaek, Flensborgvej 185, 
DK-6200 Aabenraa. Tel: International +45 74 314141. Telex: 52140 
SHDK. FAX: International +45 74 314151. Contact: N.E. Pedersen, 
Harbour Master. 


AGENT: Aabenraa Shipping Agency Ltd. (Aabenraa Skibsagentur ApS). 
Kilen 29 (P.O.Box 31), DK-6200 Aabenraa. Tei: (International +45) 4 
627700 (day and night). Telex: 52160 AGENCY DK. Cables: Shipagency 
Aabenraa. 


ESBJERG: 55.28 N. 08.26 E. 


DOCUMENTS: 

Tonnage Certificate. 

Derat or Exemption Certificate. 

1 Crew List. 

1 Crew Personal Effects List. 

1 Master's Declaration. 

1 Stores List. 

Cargo Manifest or Bill of Lading. 

Dangerous Cargo List. 

PILOTAGE: Advance notice of 12 hours prior to ETA pilot station at 
“Graadyb Barre” is required. This ETA to be confirmed/altered 3 hours 
prior to actual time of arrival. 

Message can be given via coast radio station “Blaavand Radio” (OXB) 
or via Port Authority's VHF — watch is kept on Channel 16. (Tel: (05) 
129200). 

Cable address: “Pilotstation Esbjerg”. 

Telephone: 05-121065. 

Two pilot vessels, painted orange, with “Pilot” painted in white on 
sides stationed in the Port of Esbjerg. One is a 78 g.r.t. vessel and one 
is a fast launch. 

Both vessels equipped with VHF Channel 16 and carrying signals as 
prescribed. Pilot boards outside Graadyb Barre, at Buoy No. 2. Vessels 
awaiting Pilot or high tide should anchor approximately 1 mile West of 
buoy No. 2. Large vessels wait 2 miles from buoy No. 2. 

Pilot is not compulsory except for tankers over 500 d.w.t. and when 
tugs are assisting in berthing. 

ANCHORAGES: There are anchorage areas West of Buoy No. 2 (depth 
35 ft. at MLWST). 

RESTRICTIONS: No ice to impede navigation. No ice dues charged. 
Also see “General” before first port. 

MAX. SIZE: Pilot Restrictions: Max. draft accepted: 31 ft. 02 in. 

Entry to port is through a dredged channel over Graadyb Barre, width 
200 m., depth 9.3 m. at MLWST. 

Tide: Difference between normal high water and normal low water is 
4 ft. (approx.). Max. current 2.5 knots — 3 knots. 


(See Plan) 
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RADIO: Blaavand Radio, call sign OXB. In position Lat: 55° 33’ N., . SHORE LEAVE: Normally granted. 

Long: 08° 06' E. IDENTIFICATION CARDS: Not necessary. 

TUGS: Tugs join vessel at Esbjerg Roads. Ship's own hawsers must GARBAGE DISPOSAL: Service available through local private fim, 
always be used. 3 tugs available of 800 h.p., 2,500 h.p. and 4,000 h.p. Contact Gunnar Lunds Olieservice AS, Tel: (75) 138600 or Ey 


BERTHING: Disposal Service, Tel: (75) 141011. 
Approach Berth WASTE OIL DISPOSAL: Service available. Contact Gunnar Lung 
at MLWST at MLWST Olieservice AS, Tel: (75) 138600. 
Trafikhavn 31 ft. 22 ft. — 35 ft. SEAMAN’S CLUBS: No seaman’s clubs. Cinemas, restaurants ay 
Australienkaj 35 ft. 35 ft. entertainment available in town. 
Foergehavn 28 ft. 15 ft. CURRENCY: Danish Kroner (DKr.). 
Outer Foergehavn for Roll-on/Roll-off DEVELOPMENTS Extension of the Harbour towards the East, ay 
vessels 31 ft. 22 ft.— 28 ft. modernisation of Trafikhavn, Sonderhavn and Fishery Harboy 
Dokhavn 22 ft. 22 ft. Extension of Lo-Lo Terminal. Bulk Terminal under development (5, 
Englandskaj 31 ft. 25 ft. 507). 
Osterhavn 31 ft. 22 ft.— 35 ft. . AUTHORITY: Port of Esbjerg Authority, Hulvejen, P.O. Box 2, DK-67y; 
Osterhavn — New Berth (when Esbjerg, Denmark. Tel: (75) 129200. FAX: (75) 133167 (Harboy 
entering max. draft 31 ft., Master's Office). Contact: V.V.Leisner, General Manager. B.O.Juy 
LOA 705 ft.) 31 ft. 35 ft. Deputy Manager. Paul Press Nielsen, Harbour Master. 
Sonderhavn 31 ft. 35 ft. 
Tauruskaj 17 ft. 20.6 ft. 
Fishery Harbour — Consumption 15 ft. 15 ft. — 17 ft. 
Fishery Harbour — Industrial Fish 22 ft 17 ft. — 22 ft. 


For berthing in Trafikhavn with vessels of (approx.) 5,000 g.r.t. or more 
and for berthing in Sonderhavn with vessels of 10,000 g.r.t. or more. 
The Pilots require “Slack Water” — i.e. high or low water. 
Max. draft for berthing on high water: 31 ft. 02 in. 
Max. draft for berthing on low water: 26 ft. 00 in. 
CARGO HANDLING: The Port of Esbjerg has no specially equipped 
berths besides the tanker berths, and container terminals for lift-on/lift- 
off equipped with one travelling gantry crane 32 tons, but private FREDERICIA: 55.33 N. 09.45 E. (See Plan) 
companies own suction plants for discharge/loading of feeding stuffs. 
Furthermore, mobile cranes also with grabs and stationary coal cranes DOCUMENTS: 
are available. Container terminals for Roll-on/Roll-off. Vessels with own 1 copy Bill of Lading for all cargo (manifests are not required). 
gear can however be handled successfully, at different berths. 22 mobile 1 copy Manifests for Dangerous Cargo. 
cranes, capacity between 5 tons and 180 tons, 86 trucks, capacity 2 copies Crew List. 


between 1.5 tons and 42 tons, 4 bobcats, 1,200 trailers 20 ft. and 40 ft., 2 copies List of Dutiable Goods. 
and 30 Ly gg ’ 2 copies Stores Lists. 
STEVEDORES: Gangs are mustered daily at 0700, and 1000 hrs. ETA + PILOTAGE: Eight Pilots available for docking purposes and for throug 


should be given to above hours to ensure that gang(s) are available on traffic to any place in Denmark or the Baltic. Pilots have a 24-hour watt 
arrival. Working hours are from 0700 to 1630 and meal hours are and are located in the West Harbour. Can be contacted day or nig 
0830-0900 and 1200-1300. No work on Saturdays. Overtime can be over VHF radio Channel 16, working 12, 13 and 71, or Tel. 75-9209 


arranged. ; , , and 75-920888. Pilotage is compulsory for all ships for Quay No. 23 ay 
MEDICAL: Medical attention can be arranged at any time. Modern for tankers carrying chemicals or LPG and for all other tankers abow 
ae Ma ped available. 1,500 d.w.t. 

: Bigger shi sually take Pilot by Skaw LV. Pilots t 
Trafikhavn: Depth in approaches to oil berths in Trafikhavn MLWST 31 ft. ETA telegrams 6 “Shawpilot Skagen”, i! least vn than a 
(MHWST 36 ft.) Skawpilot listening on VHF Channel 16. 


New Oil Berth No. 101: Depth alongside old oil berth No. 101 MLWST —Shipmaster's Report: June 1985. 


35 ft. (MHWST 40 ft.) aae ay pe 
Old Oil Berth No. 102: Depth alongside new oll berth No. 102 MLWST Ln gmey pooner onboard near buoy in position Lat. SS" 34.8'K 


25 ft. (MHWST 30 ft.) ANCHORAGE: To avoid hindrances to docking or undocking ships 
biter poet ut Barth No. 1 b> aed : Berth No. 101 and the opposite —_ ships of over or about 4,000 d.w.t. are requested to anchor off Trellenes 
Osterhavn: Depth in approaches to oil berth in Osterhavn MLWST 31 ft. Sette hah ys pe Ot on S ehine’' leat per in th 
(MHWST 36 ft.). Max. draft 31 ft. 2 in. roach channel is rf 5.0 m. Also seo “General” before first port 
Powerstation Vestkraft No. 506: Depth alongside MLWST 35 ft. fax Size: vaiiti 
(MHWST 40 ft.). 7 3 Max. draft acceptable 
Under normal weather conditions Pilot states to be able to berth Kastels Harbour 11.70m Pp 
tankers with a LOA of max. 735 ft. Old Harbour 53m. to 7.20m 
FRESH WATER: Can be delivered at all berths. Rate 20 t.p.h. Fishing and Shipyard Harbour 2.80 im 7 : 
FUEL: All viscosities available by road tanker. Marine Gas Oil also by Dock Entrance Py: 4.60 m. 
tanker vessel. 4 hours should be given, always during office hours. West Harbour 6.70 m.— 8.70 m. —9.70m 
FIRE PRECAUTIONS: A fire watch is necessary when loading/ — 44 phebuet “et i ec7One-ac1 aes & 
decher ne. oil and petrol, if flash point is under 50°C. Cente Ha reales : bash mesg 
Belgium tel. (75) 13 26 00 a = roe A 
Finland tel. (75) 12 22 66 VHF: Radi Copenhagen elas “E 
France tel. (75) 12 31 33 : adio communication for ship movements through rederict 
Germany tel. (75) 12 31 33 Harbour’, Channels 16, 13, 12 and 71. Advise “Fredericia Port” pw 
Iceland tel. (75) 12 51 00 to arrival, shifting and departure. 
Netherlands tel. (75) 14 33 11 Agents, receivers, etc., can be called through usual coastal rad 
Norway tel. (75) 18 04 11 stations (“Lyngby Radio” when in Danish waters). ; 
Sweden tel. (75) 14 42 22 TUGS: Tugboats from Svitzer's Salvage Enterprise is stationed © 
United Kingdom _ tel. (75) 13 08 11 Fredericia, but any amount of tugs are available, when ordett 
REPAIRS: All types of deck and engine repairs can be effected. previously. 


DRY DOCKS: No dry docks, but slipways: Slipway No. 1 for trawlers, BERTHING: 
with weight max. 125 tons; Slipway No. 2 for vessels, with weight max. | Mollebugt Harbour: Quays Nos. 24, 25, 26, 27 and 28. Length 750% 


250 tons; No. 3 — 500 tons; No. 4 — 750 tons. depth 9.0 m. — 13.5 m. 

GANGWAY/DECK WATCHMEN: Watchman is not essential, but Facilities for container traffic and Ro/Ro traffic. 40 ton gantry cre* 
advisable. and 325 ton gantry crane with hook and grab, max. capacity 300 tp” 
OPENING/CLOSING HATCHES: This can be done by members of 4Nd grain conveyor with max.capacity 600t.p.h. 3 mobile crane 
ship's crew, or by stevedores at an additional charge of 8%. capacity 6 tons, 36 tons and 52 tons with hook and grab. Rail trace 
CUSTOMS ALLOWANCES: See “General” before first port. Facilities for temporary storage of goods. Modern quayside warehous® 
REPATRIATION: Ample facilities for effecting crew changes and Centre Harbour: Quay No. 21-22, length 175 m. + 250 m., depth 56 
arranging repatriations. 3 x 25 ton gantry cranes with hook and grab, max. capacity 450 tp” 
AIRPORT: 8 km. from centre of town. Daily flights to Copenhagen 36 ton and 52 ton mobile cranes with hook and grab. 

Stavanger and Humberside. Facilities for temporary storage. Quayside warehouses. 

TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer Gas, Oil & Chemicals Harbour: Quays Nos. 20, 23, 41 and 42® 
(6th April — 28th September). tankers. Quays Nos. 18 & 19, length 90 m., 7 m. depth in berth. Equip™ 


HOLIDAYS: New Year's Day (Jan. 1); Maundy Thursday; Good Friday; for loading and discharging gas tankers. : 
Easter Day; Day after Easter Day; the 4th Friday after Easter; Ascension Quay No. 18, length 150 m., 10.0 m. depth in berth. 
Day; Whit Sunday and Whit Monday; Christmas Day and Boxing Day. Quay No. 20, 15m. depth in berth. Hydraulically operated 0 


Permission to load/discharge on these days obtainable. handling gear for discharging petrol and oil products. 10 in. and 12° 
POLICE/AMBULANCE/FIRE: In case of emergency, dial “112” andask ASA. Connection range between + 0.4 and 18.5 m. above MWL. 
for: Brand (fire), Politi (police), or Ambulance. Regular Tel. numbers are: Quay No. 23, 7.5m. depth in berth. Equipped for discharging ° 
onthe 12 46 66; Ambulance and Fire Dept. (Falck/Zonen) (75) 15 82 products, liquid chemical products in 4 in. DIN hoses, liquid 

= dioxide. 
TELEPHONES: Possible to have telephones installed on board. Quay No. 41, 10m. depth in berth. Equipped for loading a 


SERVICES: No tank-cleaning equipment available. For discharge of discharging petrol and oil products. 
tank washings apply to Port Master's Office Tel. 12 92 00. Compass Quay No. 42, 15m. depth in berth. Equipped for loading # 
adjusting can be effected. discharging petrol, oil products and crude oil. 
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west Harbour: Quays Nos. 13 to 18, length 590 m., 7m. — 9 m. depth 


" eee for container traffic, Ro/Ro traffic. 25 ton gantry crane with 
nook and grab, max. capacity: 300 t.p.h. 6 ton gantry crane with hook 
grab, max. capacity: 150 t.p.h. 2 mobile cranes, capacity 6 to 
36 tons. 2 gantry cranes” 5 tons. Suction plant” available for discharging 
jeedstutts — max. capacity: 80 t.p.h. Rail tracks. Facilities for temporary 
storage of goods. Bulk terminal for loading feedstuff max. capacity 
h. 
pemmna quayside freezing and storage facilities. 
Shipyard Harbour: Quays Nos. 8 to 12, length 500 m., 5.0 m. — 6.5 m. 
in berth. Modern repair and equipment piers with workshops. 
Siipways available for 75 ton and 1,000 ton light displacement. Floating 
dock 227m. X 35 m. max. capacity: 22,000 ton light displacement. 
Floating dock 150m. x 23.05 m. max. capacity: 8,000 tons light 
displacement. Dry dock facilities 110 m. x 22 m., 5.1 m. access depth. 
average docking/sailing time: 45 mins. 
old Harbour: Quays Nos. 6 & 7, length 200 m., 5.6 m. — 7.5m. depth 
in berth. Mobile cranes, capacity: 6 to 36 tons. Suction plant* available 
for discharging grain — max. capacity 60 t.p.h. Facilities for loading liquid 
chemical products. Rail tracks. Facilities for temporary storage of goods. 
Xastels Harbour: Quays Nos. 1 & 2, length 450 m., 12 m. depth in berth. 
Mobile cranes, capacity: 6 to 36 tons. Loading facilities for bulk fertiliser* 
_ max. capacity: 400 t.p.h. Grab crane* — max. capacity: 300 t.p.h. 
Siwertell worm conveyor — max. capacity: 600 t.p.h. Facilities for loading 
and discharging liquid chemical products and ammonia. Rail tracks. 
Facilities for temporary storage of goods. Preference for vessels 
destined for the Superfos Company. 
* Private. 
CARGO HANDLING FACILITIES: The Port possesses all types of 
modern facilities for loading and discharging. Crane facilities include a 
40ton gantry crane, 7 grab cranes with a max. capacity of 300 — 
450 t.p.h. and a number of grab and hook cranes and mobile cranes 
with capacities ranging from 6 to 52 tons. There are ample facilities for 
container and Ro/Ro traffic. The suction plant* is capable of handling 
up to 80 t.p.h. and the Siwertell worm conveyor equipment” has a max. 
capacity of 600 t.p.h. In addition, there are modern facilities for handling 
liquid chemicals, gas, petrol and oil products and bitumen. There are 
also facilities for handling fertiliser” — max. 400 t.p.h. The Port has a rail 
network freeze/cold stores*, approximately 6,000 sq.m. modern 
warehouse space and ample facilities for temporary quayside storage. 
* Private. 
STEVEDORES: Ordinary working hours Monday to Thursday: 0700 — 
0830 hrs., 0900 — 1200 hrs., 1230 — 1530 hrs. Night gangs on week 
days must be ordered no later than 1230 hrs. the same day. Working 
overtime weekends is possible, but gangs must be ordered no later than 
Friday 1230 hrs. Average output per 8-hour day, loading or unloading 
mixed general cargo, is 200 tons per gang. 
MEDICAL: Hospitals available. 


TANKERS: 
Berth 20 Berth 23 
(Chemicals) 
Max length acceptable (approx.) 275 m. 150 m. 
Max. beam acceptable no limit no limit 
Max. draft acceptable 13.00 m. 7.20 m 
Depth in berth 15.00 m. 7.50 m 
Water Density (approx.) 1015 1015 
Type of berth T-Head/Quay T-Head 
Nature of bottom Sand Sand 
Hose connections Amidships Amidships 
Berth 41 Berth 42 
Max. length acceptable (approx.) 190 m. 274 m. 
Max. beam acceptable No limit No limit 
Max. draft acceptable 10.00 m 13.25 m 
Depth in berth 10.30 m 15.00 m 
Density of water (approx.) 1015 1015 
Type of berth T-head T-head 
Nature of bottom Sand Sand 
Hose connections Amidships Amidships 


Jetty I/Berth 41 — Chicksan arms — for vessels discharging bitumen 
and other special products, and for loading fuel-oil, gas-oil, gasoline, 
diesel fuel, and LPG. 

Jetty \V/Berth 42 — Curacao hosehandling gear — for vessels 
discharging and loading crude, fuel-oil-handling subject to size of vessel. 

Pilotage: Pilotage is compulsory for all ships for Quay No. 23 and for 
on pening chemicals or LPG, and for all other tankers above 

! wt. 

Dirty Ballast Reception: Oily ballast reception facilities available — 
maximum quantity 5,500 cu.m. 

Restrictions: Height from normal water level to hose connections must 
"ot exceed 14.80 m. during discharging and ballasting. 
aeration: The port is equipped with VHF station — Channels 

12,13 a : 

FUE WATER: Available ex wharf. Rate 10—50 t.p.h. 
: Available. 
RoNSULS: Finland, France, Iceland, Netherlands, Norway and Sweden. 

Be AIRS: All repairs undertaken with modern equipment. Also see 
ony ~ Shipyard Harbour”. 

Y KS: Length 110™m., breadth 22m. Access depth 5.1 m. 
7 PWay available for ships up to 1,000 tons, light displacement (divers 
Canale). Also see “Berthing — Shipyard Harbour”. 
OPRGWAY/DECK WATCHMEN: Available upon request. 
CERNING/CLOSING HATCHES: Stevedores or crew. 
ERTIFICATES: 
p's Register. 
R ad Line Certificate. 
‘adio Safety Certificate. 
Nternational Safety Certificate. 
at Certificate. 
TOMS ALLOWANCES: See “General” before first port. 


DENMARK 


AIRPORT: At Billund and Beldringe 35 miles from Fredericia. 
REPATRIATION: All facilities exist. 

TIME: GMT plus 1 hour in Winter and GMT plus 2 hours in Summer 
(late March — late September). 

HOLIDAYS: See “Copenhagen”. 

POLICE/FIRE/AMBULANCE: Police 75912300; Ambulance 75822244; 
Fire 75921166; Emergency 112. 

TELEPHONES: Both oil piers have telephones in the watchmen’s room 
but for local calls only. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Required. 

GARBAGE DISPOSAL: Galley garbage containers located on the piers. 
Can also be arranged through the Harbour Master's office. Galley 
garbage in larger quantities can be collected. 

WASTE OIL DISPOSAL: With 24 hours notice to the Harbour Master's 
office, ships loading/discharging are entitled to free disposal of waste 
oil in reasonable quantities. 

SEAMAN’S CLUBS: Somandshjemmet (Missions to Seamen), Gothers 
Gate 40, Fredericia. Tel: 75-920190. Facilities: Beds, meals, snacks, 
football, money exchange and international telephone. 

CURRENCY: Danish Kroner. 

AUTHORITY: Port of Fredericia, Vesthavnsvej 33, Post Box 242, 
7000 Fredericia, Denmark. Tel: 75-920255. FAX: 75-925104. 
Contact: P.E. Skoett, Port Director. P. Tophoj, Harbour Master. 


FREDERIKSHAVN: 57.28 N. 10.33 E. (See Plan) 


DOCUMENTS: Ship's papers, 2 Crew Lists, 1 Passenger List, 2 Bills of 
Lading, 1 Manifest, 1 Customs Declaration of tobacco and spirits for 
Officers and crew, 1 Customs Declaration (TOLDPAS) if arrived from 
port in EEC or Scandinavia. 

PILOTAGE: Call the Pilot through Lyngby Radio (Call Sign OXZ), 
Blavand Radio (Call Sign OXB) or Skaw Pilot Station (VHF Channel 16 
or Tel: 98445566). Pilot boards outside the harbour at the buoy 1.7 miles 
S.E. of the harbour entrance. ETA required as soon as possible. 
ANCHORAGE: In the roads South of the red leading lights in 10 m. 
water depth. Good holding ground. 

Anchoring is prohibited within 20 m. of ferry berth (Quay No. 2 and 3). 
RESTRICTIONS: Vessels coming from or entering the naval base and 
the fishing harbour must wait for ships entering or leaving the commercial 
harbour. Maximum speed Frederikshavn L/B — to harbour 12 knots, in 
outer basin —7 knots, Harbour — 3 knots. Entering the Naval Base without 
special permission prohibited. Ships entering the harbour must if 
necessary wait outside for ships leaving the harbour. Also see “General” 
before first port. 

MAX. SIZE: Max. length about 200 m., depth in harbour 8 m. Tide about 
0.3 m. 

HEALTH: Use international quarantine signals. If suspected disease or 
fever on board cable the Agent to arrange everything to obtain pratique 
as soon as possible. 

RADIO: Lyngby Radio for vessels in Kattegat or Blavand Radio for 
vessels in Skagerrak. 

VHF: The harbour office is fitted with VHF Channels 16, 12 and 13. 
Watch kept day and night. Vessels must call the Harbour Office before 
entry and leaving. 

TUGS: Tugs join vessel outside the harbour between the buoy and the 
harbour entrance. Only the ship's line to be used. 

BERTHING: No special requirement for berthing in the harbour, but 
several big ferries are running in and out during day and night and sailing 
after a time schedule. Vessels must call the harbour office, VHF Channel 
16, for permission to enter and before leaving the berth. 

BULK HANDLING FACILITIES: Ferry berths in Harbour, depth 6.4 m. 
to 8 m., equipped for handling containers and Roll-on/Roll-off traffic. 
STEVEDORES: ETA advices are required before 0900 hrs. in order to 
arrange gangs for discharge/loading the same day. 

MEDICAL: No special requirement is necessary for medical attention. 
The town has all ordinary medical and hospital facilities. 

TANKERS: Oil quay max. depth 8 m., Hoses 8 in. diameter. Reducing 
pieces may be necessary. Slop water discharging and cleaning can be 
done by oil-separator. Tankers max. draft 8 m. 

DENSITY: 1,020 (approx.). 

FRESH WATER: Supplied by water hydrants on all quays. 

FUEL: All kinds of fuel are available and no advance notice is necessary. 
FIRE PRECAUTIONS: No smoking and no open fire if discharging oil. 

Fire watchman from the Harbour Authority required if loading/ 
discharging gas, dangerous chemicals and ammunition, or if not gas- 
free. Besides the watchman, the Harbour Authority will require restricted 
access to vessel. 


CONSULS: 
Finland Tel. 98 421488 Norway Tel. 98 421400 
France " 98 422155 Sweden " 98 424366 
Germany " 98 125633 Iceland " 98 429111 
REPAIRS: Three steel shipyards and one wood shipyard doing all types 
of repairs. 


SURVEYORS: Cargo Inspector — B. K. Mortensen, Ahaven 17. Tel: 98- 
425064. 

DRY DOCKS: Four dry docks, two floating docks and two small slips. 
Dimensions of largest dry dock: length 212 m., breadth 32.2 m. and 
depth 7 m. Largest floating dock: length 129 m., breadth 28 m., depth 
6.5 m., capacity 7,500 tons. 

GANGWAY/DECK WATCHMEN: Not compulsory but available if 
required. 

OPENING/CLOSING HATCHES: Ship's crew open and close the 
hatches. If necessary the longshoremen can do it for extra pay. 
CUSTOMS ALLOWANCES: See “General” before first port. 
REPATRIATION: Agent will arrange repatriation. All facilities for 
changing crew. 
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AIRPORT: Aalborg Airport, 60 km. from port, several daily flights to 
Copenhagen. 

TIME: Local time GMT plus 1 hour. 

HOLIDAYS: Weekends, Easter, Whitsun, Christmas, New Year and two 
Danish holidays in the Spring. 

POLICE/AMBULANCE/FIRE: Police, Tel. 98-421444; Ambulance, Tel. 
98-422222: Fire, Tel. 98-420801; in emergency dial 112. 

SERVICES: Separating of slop water, compass adjusting, oil bunkering, 
repairing all kinds of navigation instruments and provisions. 

BANKS: National and local. 

STORING: (See “Prelims”). All stores available. Fork lift trucks can 
assist. Trucks can proceed alongside at berth. Local riggers can be 
employed. No difficulties with paperwork (Customs). 

SHORE LEAVE: After clearing inwards, crew members are allowed 
ashore without special permission. 

GARBAGE DISPOSAL: Containers alongside. No charge if harbour 
dues are paid. Otherwise on ship's account. Approximately 500 Dkr. 
per collection. Collection on request. Telephone: 98421988. 

WASTE OIL DISPOSAL: Collection alongside with tanker trucks. 
Charges as mentioned above. All requests through the Harbour Office 
(Tel: 98421988. FAX: 98438338). 

SEAMAN’S CLUBS: Somandshjemmet, Tordenskjoldsgade 15B. Tel: 
98420977. Fax: 98431899. 

The Danish Seamen's Home is run by the Domestic Seamen's 
Mission, within the Danish National Church. The reception desk at the 
Seamen's Home is at your service around the clock with telephone 
service, both local calls and calls out of the country, dispatch of post, 
and safekeeping of money and valuables. 

Cosy restaurant with really good and well-prepared meals at 
reasonable prices. 

Lounge with colour TV — also billiards and table tennis for your 
enjoyment. 

42 comfortable rooms, most of them with private bath and toilet, 
telephone and colour TV. 

Frederikshavn Somandshjem is centrally situated only 200 m. from 
the railway station and bus terminal, and just 100 m. from the town’s 
charming pedestrian street. 

From the large ferry harbour there are daily departures to Sweden 
and Norway, and there is a direct bus connection by Fly-Bus Nord to 
the airport at Aalborg. 

CURRENCY: Danish Kroner. 

DEVELOPMENTS: A new berth is under construction at Berths No. 29 
and 30 with length 207 m. and depth 8.0 m. Completion expected in 
June 1994. 

AUTHORITY: Havnekontoret, Oliepieren 7, Postbox 129, DK-9900 
Frederikshavn. Tel: 98-421988. FAX: 98-438338. Contact: Captain 
B.K. Mortensen, Port Manager. J.G. Thomsen, Harbour Master. 


GEDSER: 54.34 N. 11.56 E. (See Plan) 


Bee ON: Gedser is situated on the Southern extremity of the island 

of Falster. 

PORT LIMITS: A line drawn between the two outer pier heads defines 

the limit of the harbour. 

DOCUMENTS: Customs Declaration, Crew Lists, Passenger Lists, 

Ship's Log and Safety Certificates. 

APPROACHES: Three entrance channels lead to the harbour, the main 

channel (Rodsand Rende) has a width of 150 m. and a depth of 6.2 m. 

(20.3 ft.). The harbour can be entered by day and night. 

PILOTAGE: It is recommended that all vessels over 500 tons use a 

Pilot. Requests for a Pilot must be made at least 6 hours before arrival 

to Guldborgsund Pilot Office in Nykobing (Falster) over Lyngby Radio 

or VHF Channel 16. 

RADIO: Lyngby Radio. 

BERTHING: Gedser Harbour is considered a ferry harbour where De 

Danske Statsbaner (Danish State Railways) and Deutsche Bundesbahn 

aor) Railways), have first priority to the harbour and Rodsand 
ende. 

MEDICAL: Full hospital facilities in Nykobing (Falster). Doctor in Gedser. 

Tel: (38) 53879440. 

DENSITY: 1010 — 1014. 

FRESH WATER: Available. 

CUSTOMS ALLOWANCES: EEC Rules apply. 

REPATRIATION: Hourly bus connections to Nykobing (Falster) with 

daily train connections from Nykobing (Falster) to Copenhagen. 

AIRPORT: Kastrup Airport at Copenhagen. 

TIME: GMT plus 1 hour. 

POLICE/AMBULANCE/JFIRE: Police in Gedser. Tel: (46) 53879021. 

Ambulance and Fire Brigade in Nykobing (Falster). Tel: (47) 54851744. 

TELEPHONES: There are no arrangements for placing telephones on 

board.There is a post and telegraph office close by the harbour. 

SHORE LEAVE: Possible for crew members with valid passport or visa. 

There is no need for identity cards. 

GARBAGE DISPOSAL: Service available using containers, 

max. capacity 20 cu.m.. Charges are 400DKK per container. Contact 

Tel: 53877244 for further information. 

WASTE OIL DISPOSAL: Tanker truck available, capacity 13 cu.m.. 

Charges 600DKK per hour. Contact Tel: 53877614 for further 

information. 

SEAMAN'S CLUBS: None. 

CURRENCY: Danish Kroner(DKK). U.S.$1.00=6.9080DKK (21/8/91) 

GENERAL: Tides and Currents: Tidal range 0.3 m. Winds from N.E. 

can raise water level by 1.8 m.; winds from S.W. can lower water level 

by 1.5 m. 

Lifeboat Station: A lifeboat is stationed by the harbour. 

AUTHORITY: Havnekontoret Gedser, Postbox 16, 4874 Gedser, 

Denmark. Contact: Tel: Gedser (57) 53879145, ext. 130. 
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GRENAA: 56.25 N. 10.56 E. (See Play 


PORT LIMITS: A Line drawn between the outer breakwater heads. 
DOCUMENTS: 

2 Crew Lists. 

2 Passenger Lists. 

1 Crew Personal Effects List. 

1 Ship's Bonded Stores List. 

1 Stores List. 

1 Animal/Pets List. 

1 Health Certificate. 

Ship's Log. 
Last Port Clearance. 

1 Bill of Lading. 

1 Cargo Manifest. 

Safety Certificates: Construction, Equipment, Load Line, Radio ay 
Oil Pollution Prevention. 

PILOTAGE: Pilotage is not compulsory except for laden tankers we 
hazardous liquid chemicals or tankers with uncleaned tanks which hay 
carried hazardous liquid chemicals. 

The pilotage regulations do not apply to Masters who have been» 
Grenaa Harbour at least 5 times in the last 6 months. 

Ships approaching Grenaa Harbour should be aware of th 
“Kalkgrunden”, a limestone reef just outside the harbour entrance 
stretching Easterly for approximately 7 cables and with 1 m. depth. 

Notice of ETA and request for Pilot must be made to the Agent an 
or to the pilot station with 24 hours and 12 hours notice. 

There are telex facilities. VHF Channel 16 is continuously watchs 
and ETA may be confirmed or adjusted on this frequency. 

Pilot boat is 8 m. LOA, orange upperwork and orange hull with the 
word “Pilot” on each side. 

The usual international signals may be displayed by vessels requiring 
a Pilot. 

The usual pilot boarding point is 1.5 miles E.N.E. of harbour entrance 
BUOYAGE: IALA “System A”. 

ANCHORAGE: Anchorage is best North of the harbour with depth 
7 m. to 9 m. The holding ground is fine hard sand. 
RESTRICTIONS: No restrictions, except that larger vessels should no 
approach the Easterly breakwater head closer than 80 m. in the are 
East and Southeast of this. 

Also be aware of the “Kalkgrunden” (see “Pilotage). 

MAX. SIZE: Vessels up to 160 m. LOA, 23 m. breadth and draft 8.8m 
HEALTH: Normally Free Radio Pratique will be granted. 

RADIO: Lyngby Radio (OXZ) is the long range area station. 

VHF: At the harbour office, open for communications on Channel if 
from 0800 hrs. — 1600 hrs. (Monday to Wednesday) and 0800 hrs. - 
1500 hrs. (Thursday and Friday). 

A continuous watch is maintained at the pilot station on Channel ‘é 
RADAR: There is no Port Radar but the pilot boats are radar equippet 
TUGS: One tug available. 

BERTHING: There are 7 general cargo berths. 

Nos. 31, 32 and 33: Length 210 m., depth 6.5 m. 

No. 34: Length 110 m., depth 6.5 m. 

No. 41: Length 80 m., depth 7.2 m. 

No. 42, 43 and 44: Length 308 m., depth 7.2 m. 

No. 45: Length 180 m., depth 7.1 m. 

No. 51: Length 210 m., depth 10.1 m. 

Sydhamn: Length 176 m., depth 4.5 m. 

Bulk and general cargo is handled at Nos. 31, 32, 33, 41, 42, 43 aw 
51, whereas container and Ro-Ro handled at No. 34, 44 and 45. 
CRANES: There are 2 mobile cranes of 32 tonnes and 63 tonné 
respectively and 2 container forklifts of 25 tonnes and 42 tonnes. 
BRIDGES: There are no bridges or other restrictions to prevent acces 
to the port. 

STEVEDORES: Working hours from 0700 — 1600 hrs., Monday © 
Friday. Evening and night shift as well as week-end labour can b 
arranged. 

MEDICAL: Full hospital facilities available without prior notice. 
TANKERS: Oil Pier: 

North Side: Length 140 m., depth 6.50 m. 

South Side: Length 140 m., depth 6.50 m. 

Slop discharge facilities in accordance with the Helsinki Convento" 
DENSITY: 1018 (average). 

FRESH WATER: Good potable water available in unlimited quantite 
at a rate of 10 t.p.h. 

FUEL: All kinds of fuel can be delivered by road. Longest possible not 
is desirable. 

CONSULS: Vice-Consulates for Norway and Sweden. 

REPAIRS: There is one shipyard as well as an engine building facto! 
with repair facilities. 

DRY DOCKS: No dry docks, but 4 slipways, where up to 500 tonne 
deadweight is available. 

SURVEYORS: Lioyd’s sub-agent. Agents from other Classificatt” 
Societies and Surveyors can be brought from Aarhus at short notice 
GANGWAY/DECK WATCHMEN: Gangway and deck watchmen © 
necessary, but can be arranged. 

OPENING/CLOSING HATCHES: Normally handled by ship's crew. 
CUSTOMS ALLOWANCES: See “General” before first port. 
CARGO GEAR: Ship's gear or mobile cranes/conveyors from shore 
REPATRIATION: 25 km. to Tirstrup Airport with international flights ® 
London, Oslo and Stavanger (Norway) and domestic scheduled fig 
to Copenhagen with international connections. 

Railway connection to Aarhus. 

Ferry connection to Zealand (Hundested) and Sweden (Varberg #* 
Halmstad). 

All facilities exist for changing of crew and repatriation of seame™ 

Repatriation and change of crew can be arranged on the Roads © 
ships passing Grenaa en route to and from the Baltic. See “Ship Sup? 
Service”. 


E; Local time is European Standard Time, GMT plus 1 hour. 
nertime is used. 
SOLIDAYS: Official Holidays: New Year's Eve (half day), New Year's 
Day, Maundy Day, Good Friday, Easter, Whitsun, Labour Day (half day), 
at jon Day, Constitution Day (5th June, half day), Christmas Eve 
nalt day) Christmas Day. ; 

Work can be arranged except Christmas Day and Good Friday. 
pOLICE/AMBULANCE/FIRE: Emergency 112; Police 86-321011; 
ambulance 86-322222; Fire 86-320812. ; 

EMERGENCY CO-ORDINATION CENTRE: Danish Coast Guard, 
5.0K. Kystvaernsvej, Aarhus. Tel: 86-131822. Outside office hours — 
eA SPHONES: No arrangements for placing telephones on board. 
SERVICES: A Compass Adjuster resides at the Port. Decca and Radio 
repairs possible. : sea ; 

Facilities for reception of Oil, oily mixtures, sewage, garbage, etc., 
axist in accordance with the Helsinki Convention. 

BANKS: All major Danish banks are present in Grenaa. 

STORING: Vessel can be stored by truck alongside. Local Riggers can 
be employed to assist with storing. r 

SHIP SUPPLY SERVICES: Storing possible on Roads at Buoy No. 4 
in position: Lat. 56° 25’ N., Long. 11° 06’ E. Contact: Shipbroker G. 
Ostergaard 1/S. Telex: 63489 Broker Dk. Tel: (86) 32.02.44. FAX: (86) 


26. 
SHORE LEAVE: No restrictions. 
\DENTIFICATION CARDS: No identification cards required. 
GARBAGE DISPOSAL: 24 hours advance notice to Harbour Office. 

Normal working hours for reception facilities are 0700 — 1600 (Monday 
- Wednesday) and 0700 — 1500 (Thursday and Friday). 

Ensure that garbage is properly packed and secured in bags or similar. 
Galley garbage is to be placed in closed containers. Ensure that there 
are no spills. 

WASTE OIL. DISPOSAL: See above for hours of reception. Ships using 
reception facilities should be prepared to provide information on: 

(a) Oily wastes: 

—The type of oily waste. 

-Whether the waste contains contaminants (e.g. solvents, 
detergent, lube oil, etc.). 

—The quantity of each type of oily waste to be discharged. 

-The ship's minimum and maximum pumping rate for waste to be 
discharged. 

(b) Ensure that drums or other forms of portable containers being 
landed from the ship are free from defects that may cause leakage, 
are tightly closed and clearly marked to indicate contents and ship's 
name. 

Capacity: 40 cu.m. — 100 cu.m., depending on type of waste. Receiving 
rate: 10 cu.m./hr. — 25 cu.m./hr. 
Services are free of charge when: 

(1) Harbour dues have been paid. 

(2) Delivery takes place during normal working hours of reception 
facilities — except vessels with short calls. 

(3) Advanced notice of 24 hours before arrival/delivery. 

(4) Only reasonable quantities of garbage and oily wastes are 
delivered compared with the vessel's size and normal trading. 

(5) Oily wastes only contain water and oil. 

SEAMAN’S CLUBS: The Seamen's Club at Grenaa has been closed. 

Various services to seamen (football, etc.) can be arranged through the 

Harbour Master's Office or the Tourist Office at Grenaa. 

CURRENCY: Danish Kroner. No restrictions to seamen. 

REGULATIONS: No unusual regulations for the port. 

DELAYS: No delays can normally be expected. 

DEVELOPMENT: 120,000 sq.m. of land has been reclaimed to the 

North of the harbour. A new harbour with 210 m. of quay with depth 

10.0 m. and fairway with depth 10.0 m. came into operation in 1994. 

AUTHORITY: Harbour Master, Grenaa Harbour, Nordhavnsvej 1, 

DK-8500 Grenaa, Denmark. Tel:  86-321204, 86-324766. 

Cables: Harbourmaster, Grenaa. FAX:  86-324371. Contact: 

JA. Ovesen, Port Director or E. Stein Laursen, Harbour Master. 


GULFHAVN: 55.12 N. 11.16 E. 


DOCUMENTS: 
Ship's Register. 
Load Line Certificate. 
Safety Radio-telephone Certificate. 
tat Certificate or Exemption Certificate. 
Exact list of tobacco, cigarettes and spirits showing the vessel's and 
the crew's supply on arrival. 
Bill of Lading (if vessel is carrying cargo). 
Go ac med oo List is required by Kuwait Petroleum Refining 
ma ; 
GLoTAGE: 3 Pilots and pilot vessel available. Pilotage is compulsory 
pelt vessels over 4,500 b.r.t. Pilot acts as Berthing Master. The Pilot 
Gulhoe requested to board vessels at any place in the proximity of 
Pilot vessel equipped with VHF Channels 6, 10, 12, 16 of which 
pri No. 6 used for ship-to-ship communication. Pilot station also 
Pped with VHF Channels 12, 13 and 16. Pilot can be contacted at 
Station on Channel 16. 


(See Plan) 


DENMARK 


A vessel's ETA should be communicated by Master to Agent, 48 and 
24 hours prior to arrival. Agent will keep Refinery advised and make 
necessary arrangement with Pilot. 

Bigger ships usually take Pilot by Skaw L/V. Pilots to be ordered by 
ETA-telegrams to “Skawpilot Skagen”, at least 12 hours in advance. 
Skawpilot listening on VHF Channel 16. 

ANCHORAGES: Korsor Roads: Depth 20 m. (65.6 ft.). Bottom sand, 
ee holding ground. Width of area about 2 square nautical miles. 

ulfhavn Roads: Depth 30 m. (98.4 ft.). Bottom clay. Good holding 
ground. Width 0.5 nautical miles. Length 1.5 nautical miles. 

Power cables running between Zealand and Agersoe Island (marked 
on charts) must be avoided. 

RESTRICTIONS: See “General” before first port. 

MAX. SIZE: See “Berthing”. 

RADIO: Arrival Advice: A vessel's ETA should be communicated by the 
Master to his Agent 48 hours and 24 hours prior to the arrival, and as 
soon as possible if changes in ETA are foreseen. The Agent will keep 
the Refinery informed and make the necessary arrangements for the 
attendance of tug(s) for berthing operations. 

VHF: Call sign “Gulfhavn” Channels 12, 14 and 16. Port on Channel 16, 
24 hours a day. 

The ferries crossing the Great Belt from Korsor to Nyborg can be 

contacted on Channel 10. 
TUGS: None available locally. If required 12 hours’ notice must be given. 
Pilot will advise if weather conditions demand use of tugs (in good time). 
BERTHING: The port of Gulfhavn is a “T” shaped structure, situated in 
position Lat. 55° 12.1’ N., Long. 11° 15.9’ E., at the Cape of Stigsnaes, 
and comprises an approach which extends 306 m. from shore, and a 
pier head which is 500 m. long, including the outer mooring caisson. 

Depths alongside: Berth 1 16.0 m. (52.5 ft.) 


Berth2 12.0 m. (39.4 ft.) 
Berth 3 7.5 m. (24.6 ft.) 
Berth 4 4.5 m. (14.8 ft.) 


Berth No. 1: 
Max. Draft : 15.5 m. 
Max. LOA: 280 m. 
Max. Displacement: 144,000 tonnes. 
Min. Vessel Size: 10,000 d.w.t. 
Max. Speed of Approach: 10 cm./sec. 

Berth No. 1 can accommodate fully laden ships having a capacity up 
to 120,000 d.w.t. 

Berth No. 1 can also accommodate partially loaded ships up to 
170,000 d.w.t., subject to a maximum displacement of 144,000 metric 
tons. Such ships always require special approval by Gulfhavn and more 
restrictive berthing regulations may be dictated. 

Berth No. 1 is equipped with mechanically operated Woodfield hose- 
handling structure. The booms are 12.2 m. (40 ft.) long. Berth is primarily 
equipped for handling incoming crude, but can be used for other 
purposes (gasoils, intermediate and heavy fuels) when not being 
occupied by crude vessels. 

The booms are arranged in the following sequence of product 
handling: 


Boom No. Size of booms and contents 
1 10 in. Mogas Blendstock/Jet Fuel 
2 12 in. Crude/Gasoil Blendstock 
3 12 in. Mogas Blendstock/Jet Fuel 
4 12 in. Crude/Gasoil Blendstock Crude 


5 8 in. Heavy fuel oil 
The sequence is from South to North or from right to left as you face 
the shore. 
The max. distance from Danish Mean Sea Level to the highest position 
of centre line of manifold is 17.0 m. (55.8 ft.). 
In addition to the oil products handled on Berth No. 1 there are the 
following other connections on the pier: 


Size of connection Contents 
6 in. Ballast water 
6 in. Gas oil 
6 in. Intermediate and heavy fuel 
4 in. Tetra methyl lead 
Berth No. 2: 
Max. Draft: 11.5 m. 
Max. LOA: 180 m. 
Max. Speed of Approach: 10 cm./sec. 
Max. Size (arrival — fully laden): 18,000 d.w.t. 


(arrival — partly laden): 30,000 d.w.t. 
Displacement (arrival — fully laden): 23,000 tonnes 
(arrival — partly laden): 22,000 tonnes. 
Max. d.w.t. (departure — fully laden): 30,000 d.w.t. 
Berth No. 2 is equipped with mechanically operated hose-handling 
structure (Woodfield). The booms are 9.1 m. (30 ft.) long. 
The booms are arranged in the following sequence of product 
handling: 


Max. 


Size of booms and contents 
Ballast water 
Fuels 
Fuels 
Gas Oil/Jet Fuel 
Gas Oil 
10 in. Gasoline 
10 in. Gasoline 
The sequence is similar to Berth No. 1, i.e., South to North. 
The max. distance from Danish Mean Sea Level to the highest position 
of centre line of manifold is 15 m. (49.2 ft.). 


Boom No. 

10 in. 
10 in. 
12 in. 
10 in. 
10 in. 


NOORWONM = 


545 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englay 


In addition to the oil products handled on Berth No. 2, there are the 
following other connections on the pier: 


Size of connection Contents 
6 in. Intermediate and heavy fuel 
6 in. Gas oil 
6 in. Ballast water 
6 in. Kero and Jet fuel 
6 in. Naphtha 
6 in. Light virgin naphtha 
6 in. Gasoline 
6 in. Gasoline — MTBE 
Berth No. 3: 


Max. Draft: 7.0 m. 
Max. LOA: 135 m. 
Max. Size: 7,000 d.w.t. (approx.) 
There are the following connections on the pier: 


Size of connection Contents 
6 in. Intermediate and heavy fuel 
6 in. Gas oil 
6 in. Ballast water 
6 in. Kero and Jet fuel 
6 in. Naphtha 
6 in. LVN 
6 in. Gasoline 
6 in MTBE/Naphtha 


In addition the berth also handles LPG. 


Berth No. 4: 
Max. Draft: 4.0 m. 
Max. LOA: 75 m. 
Max. Size: 700 d.w.t. 

The berth cannot be used for any deliveries or receipts of 

hydrocarbons or water. 
Mooring: \f wires are used for mooring, polypropylene tails are required. 
General: On arrival, the vessel will be boarded by one of the Refinery’s 
representatives, who will discuss the brenda heen operation with 
the Master or his delegate, acquaint him with up to date information 
concerning the cargo, and verify that the vessel is ready in all respects 
for the discharging/loading operation. 

Adequate lifting facilities to assist in hose connecting and handling of 
necessary hose equipment should be ready on arrival. Ships crews are 
expected to assist with hose handling. 

A Safety Check List must be completed and signed for all vessels 
calling at Gulfhavn, prior to commencement of cargo operations. 
Additionally, product vessels must complete a Vessel Information Sheet 
before loading. 

It is essential for the vessels to use their own gangways, and to 
arrange them in such a way that there is a safe passage from ship to 
shore. A lifebuoy with not less than 30 m. of lifeline attached shall be 
positioned on the vessel near the gangway. 

The hydraulically operated gangway installed on Berth No. 1 must be 
used when berthing alongside Berth No. 1. 

Safe mooring is the responsibility of the vessel's Master. KPRD will, 
if mooring of vessels is considered unsatisfactory, have the right to 
request improvement. For large vessels on Berth No. 1 and Berth No. 2, 


the Refinery requires a mooring pattern as shown in the “Plan Section”. 


BALLAST: Ballast containing chemicals or lube oils will not be received, 
and ballast will only be received if the vessel has other business at 
Gulfhavn. 

MEDICAL: Hospital at Slagelse. Tel: Slagelse (03) 52 19 00. 
DENSITY: Ranges between 1023 and 1007, dependent on season and 
weather conditions. 

FRESH WATER: Available at all 4 berths. Supplied at a pumping rate 
of 15 t.p.h. Requests for fresh water to be made 24 hours in advance. 
FUEL: Bunker fuel available at all 4 berths. 24 hours’ notice required. 
FIRE PRECAUTIONS: The harbour is not equipped with fire-fighting 
vessel. Fire-fighting equipment is stationed on quay. 

CONSULS: 

Finnish Consulate: (Mr. Sv. Mogensen) 10 Oernumvej, DK-4220 
Korsoer, Tel. (53) 57 00 13. 

Norwegian Consulate: (Mr. Sulow Rasmussen) Caspar Brandsplads 
9, DK-4220 Korsoer, Tel. (53) 57 15 15. 

German Consulate: (Mrs. K. Poulsen) Batterivej 7, Korsoer, DK-4220. 
Tel. (53) 57 05 86. 

All other consulates are situated in the Copenhagen area. 
REPAIRS: Small deck and engine repairs can be carried out on request 
with permission. 

GANGWAY/DECK WATCHMEN: Available if required. 
REPATRIATION: Facilities exist via Agent. 
AIRPORT: Copenhagen 120 km. away. 

TIME: GMT plus 1 hour. 
POLICE/AMBULANCE/FIRE: Police (Scagelse) 53 52 
Ambulance 53 53 22 22; Fire Refinery 222. 

TELEPHONES: A public telephone box situated at the foot of the jetty. 
SHORE LEAVE: Passes for ship's personnel leaving and entering the 
Refinery area will be placed on board by the Agent, and issued as 
authorised by the Master of the vessel. At the Refinery’s entrance gate, 
all passes must be shown to the guard. Ship's personnel will not be 
allowed to walk through the Refinery area. Transportation between ships 
and the Refinery's entrance gate should be arranged by the ship's Agent, 
or as otherwise specified. 

IDENTIFICATION CARDS: Required by crew. 

WEATHER: Wind/Tide/Current: Prevailing winds are from South West 
to North West. Wind velocities exceeding 15 m./sec. occur on an 
average of about 18 hours per year from South West, 15 hours from 
West and 39 hours from North West. 

The pier is protected by the island of Agerso against swells coming 
from West and North West and the mean wave height, for a wind velocity 
of 15 m./sec. from these directions, will only be about 0.15 m. 
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The greatest waves will come from South West as per following day 
20 


Wind Velocity (m./sec.) 5 10 15 

Mean Wave Height H (m.) 0.17 0.35 0.50 0.60 
Wave Length (m.) 10 20 30 35 
Wave Period (sec.) 2.5 3.7 4.5 5 


The mean water level is 0.0 m. The average tidal range is 0.39, 
Extreme high water level is plus 1.2 m., whereas the extreme low way 
level is minus 1.2 m. 

The current is a maximum of 2 knots (1 m./sec.). 

GENERAL: No ship's stores or provisions can be supplied by h 
Refinery. Such requirements, as well as other matters pertaining tot, 
husbanding of a vessel, such as inward and outward clearance, 
assistance, transportation of ship's personnel, etc., should be arrange 
with the ship's Agent. 

Facilities for disposal of ordinary household rubbish are providg 
Other wastes, such as empty drums, etc., will not be received. 
AUTHORITY: Korsoer Toldkontrol. 

Kuwait Petroleum et (Danmark) A/S, Gulfhavn, Post Box & 
4230 Skaelskor, Denmark. Tel: (53) 59 49 00. Telex: 40033. FAX: (5 
59 09 59. Cables: Kupdanref. Contact: Leif von Gersdorff, Refine, 
Manager. 


HADERSLEV: 55.15 N. 09.29 E. 


DOCUMENTS: See “Copenhagen”. 

PILOTAGE: Aarosund Pilot station. Daylight pilotage only. 
ANCHORAGES: Aarosund. 

RESTRICTIONS: No lights in the fjord or harbour. Also see “Gener 
before first port. 

MAX. SIZE: Length 110 m.; width 17 m.; depth 4.9 m. 

HEALTH: See “Copenhagen”. 

RADIO: Lyngby Radio. 

VHF: Haderslev Harbour Office. Channels 16, 12 and 13. 

TUGS: No tugs available at the port. Tugs can be arranged from; 
nearby port. 

MEDICAL: Hospital facilities available. 

FRESH WATER: Fresh water from quay. 

FUEL: Available by truck. 

CONSULS: Swedish, French, Belgian. 

REPAIRS: Small repairs available. 

GANGWAY/DECK WATCHMEN: Not required. 
OPENING/CLOSING HATCHES: Carried out by the crew. 
CUSTOMS ALLOWANCES: See “General” before first port. 
REPATRIATION: No facilities. 

AIRPORT: 15 km. from Haderslev. 

TIME: GMT plus 1 hour. 

HOLIDAYS: Pa igh ny Bt 4 can be arranged on holidays. 
POLICE/AMBULAN: IRE: Police, 74522525; Ambulance, 112 
Fire, 112. 

TELEPHONES: No facilities. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not needed. 

GARBAGE DISPOSAL: Container provided on the quay. 

WASTE OIL DISPOSAL: Can be arranged through the Harbour Office 
SEAMAN’S CLUBS: None. 

CURRENCY: Danish Kroner(DKK). 

AUTHORITY: J. C. Hansen, Honnorkajen 3, Box 11, 6100 Hadersle 
Denmark. Tel: (74) 522404/522405. Telex: 51596. Cables: Maltsan 
FAX: (74) 525639. Contact: F. Guldbrandt, Harbour Master. 


(See Plan 


HELSINGOR (Elsinore): 56.02 N. 12.37 E. 


DOCUMENTS: 

1 Cargo Manifest. 

2 Crew and Passenger Lists. 

2 Tobacco Lists. 

2 Stores Lists. 

Measurement Certificate or Registry Certificate. 

PILOTAGE: Cable address: “Soundpilot”. Telex: 27515 SundetD 
Tel: 31-386700. VHF: Channels 16, 13 and 12. Address: The Sout 
Pilot Station, Marmorvej 1, Frihavnen, DK-2100 Copenhagen, Denma* 

For vessels entering The Sound from Kattegat, Pilots can be orde® 
from “Soundpilot” via coast radio. 

The following details are to be given: 

1. Name and call sign. 

2. ETA position from where pilotage is required. 

3. Gross tonnage and draft. 

4. Sea speed. 

5. Pilotage requirements. 

Pilots perform pilotage duties to all ports in The Sound, through Li 
Sound and to any Baltic port. There are some exceptions to ports’ 
Soviet Union. 

Pilots should be ordered 6 hours prior to ETA Buoy “M1” and 
message should be confirmed or corrected 1 hour prior to ETA “M! 

Pilot cutter, orange hull and superstructure, “Pilot” painted e 
superstructure. 

ces by Buoy “M1”. 

ANCHORAGE: South of the port, in the roads of Helsingor, depths 
19 m. to 25 m. with sand or loose clay bottom. 


(See Plat 


ICTIONS: The Port Authority must be informed 15 minutes 

wore arrival/departure/shifting on VHF Channel 16. Ship departing 

pera tor ship entering. When a vessel gives signal to enter (1 long 
wnstle or blast) it is regarded as an entering vessel. 


MAX. SIZE: Up to 21 ft. 06 in. draft. Also see ‘‘General” before first port. 


: Harbour Office of Helsingor call VHF Channel 16, shift to 
nannels 12 or 13 for working. ° : 
TUGS: Tugs come from Copenhagen at 2-3 hours notice or Helsingborg 
in. 
0 STHING: Vessels berthed in order of arrival. 
MEDICAL: Hospital and medical facilities available. ; 
FRESH WATER: Approx. 15 tons of fresh water per hour delivered 
through 1.5 in. hoses at the berths. 
FUEL: Available by lorry or barge from Copenhagen. 
WATCHMEN: Not required. : 
CUSTOMS ALLOWANCES: See “General” before first port. 
DRY DOCKS: Dock No. 1: 155 m. long, 21.5 m. wide, 6.4 m. depth. 
Dock No. 2: 116 m. long, 16.5 m. wide, 5.5 m. depth. 
AIRPORT: 1 hour by car to Copenhagen International Airport. 
TIME: GMT plus 1 hour. 
HOLIDAYS: Work can be performed all the year round. 
POLICE/FIRE/AMBULANCE: Police Tel. 42.211448; Ambulance/Fire 


000. 
TELEPHONES: Telephones are only available on board in particular 
circumstances. 
SHORE LEAVE: Crew are free to go ashore. 
IDENTIFICATION CARDS: Crew need passports. 
GARBAGE DISPOSAL: There are drums and containers provided 
alongside ships, and charges are included in the port charges according 
to Baltic Convention. Service is available every morning, except 
Saturday and Sunday. Telephone 49210515 for service. 
WASTE OIL DISPOSAL: Waste oil disposal is available by mobile truck. 
Koster Enterprise, Roskildevej 167, 3400 Hillerod. Tel: 42260200. 
SEAMAN’S CLUBS: None. 
CURRENCY: Danish Kroner. Banks available. 
AUTHORITY: Helsingor Havnekontor, Sophie Brahesgade 1, 3000 
Helsingor. Tel: 49-210515. FAX: 49-217299. Contact: John Christensen, 
Harbour Master. 


HOLBAEK: 55.43 N., 11.43 E. 


PILOTAGE: Hundested Pilotage Authority. 

MAX. SIZE: Max. draft at present when passing Hundested 6.30 m. 
Port dredged to 6.60 m. 

VHF: Channel 16. 

TUGS: Available. 

STEVEDORES: Working hours: 0700 — 1530 Monday to Friday. 
Overtime possible if required. 

MEDICAL: Services available. 

FRESH WATER: Available. 

FUEL: Available. 

CONSULS: At Copenhagen. 

REPAIRS: Possible. 

DRY DOCKS: No facilities. 

CUSTOMS ALLOWANCES: Kalundborg Custom House is the authority. 
REPATRIATION: Facilities available. 

AIRPORT: Nearest airport at Copenhagen (Kastrup) — 70 km. 
GARBAGE DISPOSAL: Reasonable amounts are collected free of 
charge, during normal working hours, if normal ship's dues are paid. 
Otherwise ship is to pay actual cost. Notice to Port Authority. 

WASTE OIL DISPOSAL: Reasonable amounts are collected by truck 
‘ree of charge, provided proper notice to port and during normal working 
hours. Normal ship's dues to be paid otherwise ship is to pay actual 


Cost. 

SEAMAN’S CLUBS: None. 

CURRENCY: No restrictions. Money can be changed at local banks. 
AUTHORITY: Holbaek Port Authority, P.O. Box 120, 4300 Holbaek, 
Denmark. Tel: 53-430161. FAX: 53-433913. Contact: Lenart Andersson, 
Harbour Master (After hours Tel: 59-443028). 


(See Plan) 


HORSENS: 55.52 N. 09.52 E. 


DOCUMENTS: 
Crew List 
List of Tobacco. 
Manifest (for Agents and Stevedores). 
Bills of Lading (for Agent's use). 
ID'S papers: 
international Load Line Certificate. 
mificate of Register (international letter of measurement). 
R at Certificate. 
PIL ori Safety Certificate. 
wil wb aceay Pilot station is situated at Juelsminde. Normally pilot boat 
VHE- located South of Lillegrund. 
“Channels 6, 12 and 16. Advance notice of 2 hours required. 
: ORAGE: No special anchorages at the firth; vessels may anchor 
Soma navigation permits — attention is called to cable area at Hjarno 


(See Plan) 
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RESTRICTIONS: See “General” before first port. 

MAX. SIZE: Max. length, approx. 500 ft.; max. breadth, approx. 70 ft.; 
max. draft, approx. 22 ft. A dredged channel 32 m. wide and 6.9 m. 
deep leads to the harbour. 

HEALTH: Inform Agent or Port Authorities in advance in event of any 
suspected disease or fever on board. Normally no necessary procedure 
to obtain pratique. Pratique is automatic after calling at another Danish 


port. 
RADIO: VHF at Harbour office, Channels 9, 12, 13 and 16. 

TUGS: Tug “Vitus”, 1,000 h.p., stationed in the harbour. 
STEVEDORES: For working Monday morning ETA must be given Friday 
during office hours. Otherwise ETA must be given the day before work 
to commence. One suction apparatus for discharging grain. Normally 
the cargo is handled by shore cranes. There are 6 piece-goods cranes 
available. 

MEDICAL: No advance notice required. Hospital facilities available. 
TANKERS: Discharge lines diameter: 6 in. and 8 in. Four berths for 
tankers, 1 at Gropa with 5.6 m. of water alongside, 1 at DAK with 6.9 m. 
of water, 1 at KH with 6.9 m. of water and 1 at Nynas Johnson. 
FRESH WATER: Delivered alongside from shore connections. 

FUEL: All types of light fuel available. 

CONSULS: Finland, 75-623433; Norway, 75-624666; Iceland 75- 
624811. 

REPAIRS: No shipyard — only small repairs can be carried out. 
GANGWAY/DECK WATCHMEN: No service of watchmen necessary. 
OPENING/CLOSING HATCHES: Normally carried out by crew, but can 
be done by stevedores. 

CUSTOMS ALLOWANCES: See “General” before first port. 
REPATRIATION: No special facilities for effecting crew changes exist. 
AIRPORT: Distance from airport about 50 km., with regular airlines. 
TIME: GMT plus 1 hour. GMT plus 2 hours in Summertime from last 
Sunday in March to last Sunday in September. 
POLICE/AMBULANCE/FIRE: Dial 112. Fire alarms placed around the 


port. 
TELEPHONES: Not available on board vessels. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not needed. 

DELAYS: No delays can normally be expected. Larger ships with big 
draft may expect delay during nights with poor visibility. They have to 
wait for daylight in order to enter port through dredged channel. 
AUTHORITY: Havnemesteren, Havnen 5, 8700 Horsens. Tel: 75- 
621014, 75-621433. FAX: 75-621457. Contact: Jorgen M. Olsen, 
Harbour Master. 


KALUNDBORG: 55.41 N. 11.06 E. (See Plan) 


Also see Port of Asnaes. 


(A) KALUNDBORG HARBOUR. 
(B) STATOIL A/S OIL TERMINAL. 


(A) KALUNDBORG HARBOUR. 


DOCUMENTS: 

Ship's Register. 

Load Line Certificate. 

Safety Radio Certificate. 

Safety Equipment Certificate. 

Safety Construction Certificate. 

Derat Certificate or exemption. 

Bill of Lading (if cargo). 

Crew List. 

Customs need a Tobacco and Spirit List, showing the vessel's and 

the crew's supply by arrival. 
PILOTAGE: Not compulsory. Pilot station situated at Kalundborg, 
telegram: Kalundborg Pilot, Tel: Kalundborg 5351-0200. Green vessel 
carrying international signal flag or lights for Pilot. Contact by VHF 
Channels 16, 12 and 6. Pilot is taken on board at the entrance of 
Kalundborg Fjord. 

Bigger ships usually take Pilot by Skaw L/V. Pilots to be ordered by 
ETA-telegrams to “Skawpilot Skagen”, at least 12 hours in advance, 
Skawpilot listening on VHF Channel 16. 

ANCHORAGE: Large vessels anchor in 42 ft. of water outside between 
Rosnaes and Asnaes; S.W. to N.W. winds cause swell but holding 
ground is good. Small vessels anchor between Gisselore Point and 
Harbour, from where channel leads to harbour. 

Tankers: The anchorage is approximately 4 — 5 miles W.N.W. of the Oil 
Pier. Particulars regarding the anchorage will be given by the Pilot. 
RESTRICTIONS: Tankers: Depth in channel and at entrance 39 ft. 4 in., 
entrance width 131 ft. Also see “General” before first port and 
“Section B”. 

Kalundborg Harbour: Depth of Entrance Canal: 12.0 m. Bottom width 
of Entrance Canal: 100 m. 

MAX. SIZE: See “Berthing” and “Section B”. 

HEALTH: Pratique granted by Customs Officers who bring Health 
Declaration for Masters to complete. In event of suspected disease or 
fever on board radio details to Agent before arrival. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englay 
RADIO: Arrival Message: The Masters of deep-sea vessels are WASTE OIL DISPOSAL: Mineral oil, free of chemical additives, , 


requested to advise their Agents of their ETA 72 hours in advance, and __ received free of charge by the refinery. Used lub oil, either in drums, 
again 24 hours before ETA. For other vessels operating in Scandinavian —_up to 10 cu.m. by tanker truck, is also received free of charge. Conj,, 
waters, a 24 hours ETA notice will be required. For coastal traffic in ship's agent for information. 

Danish waters, ETA is required when departing for Kalundborg. If there SEAMAN’S CLUBS: None. 

should be any ==: iat change in the ETA over 2 hours, additional CURRENCY: Danish Kroner. 

advice is required. AUTHORITY: Kalundborg Port Authority, P.O. Box 50, Veg 


VHF: Harbour office on Channel 16 (0700 — 1600 hrs.). Havneplads 7, DK-4400 Kalundborg, Denmark. Tel: Harbour Board (5; 


TUGS: Available, normally join vessel off harbour, often using vessel's 51.01.88. Harbour Master (53) 51.01.88. FAX: (53) 510089. 

lines. If tug’s lines are used, an extra charge will be made. 

Tankers: See “Section B”. 

BERTHING: B) STATOIL A/S OIL TERMINAL: 

Kalundborg Harbour: - din, 6 " (8) 

West Harbour: Length 400 m., width 60 m., depth 6 m. Quay |: Length LOCATION: Statoil A/S's refinery is situated at the bottom of Kalu 
250 m., depth 6.0 m. Quay II: Length 125 m., depth 6.0m. Quay Ill: Fjord in the island of Zealand, at Lat. 55° 40.6’ N., Long. rr 
Length 80 m., depth 6.0 m. 3 Largest chart of Kalundborg Fjord: B.A. No. 2596/D.A. No. 145, 
East Harbour: Length 260 m., width 130 m., depth 7 m.—8 m. Quay VI: DOCUMENTS: The following documents are required on arrival and fy 
Length 240 m., depth 8.0 m. Quay VII: Length 170 m., depth 10.0m. clearance: 

Quay VIII: Length 70 m., depth 7.0 m. Quay IX: Length 280 m., depth Ship's Registration. 


7.0m. Quay X: Le h 245 m., depth 8.0 m. Load Line Certificate. 
South Harbour: Oil Quay: Length 170 m., depth 8.5 m. Quay XII: Oil and Safety, Radio and Telephony Certificates. 
General Cargo, length 450 m., depth 10 m. — 12 m. Safety Equipment Certificate. 
Quay Nos. II-X and XII equipped with ramps. Derat Certificate. 
Railway on quays in the East and the South Harbour. Crew List. 
STEVEDORES: Available, ordered by Agent, no ETA to stevedores Construction Certificate. 
necessary. Tobacco and Spirits List. 
CRANES: The following cranes are available from the Port Authorities: Oil Pollution Certificate. 
1. One mobile crane (lattice crane). B/L (if Canying Saroo 
Capacity: Radius 11 m. — 25 tons — lift height 25 m. Certificate of Origin (T2L.EUR1). 
Radius 29 m. — 12 tons — lift height 25 m. In addition, a list of tobacco and spirits must be presented to th 
The crane can be mounted with a 5,500 litre prehensile scoop to Customs service, showing the ship's and crew's supply on arrival. 
unload grain, gravel, fertiliser, etc. PILOTAGE: For vessels over 5,000 d.w.t., a Harbour Pilot must alway 
2. One P.P.M. 23.09 mobile crane (telescope). be used. In case of special reasons, an exemption from this rule cx 
Carrying capacity with 4m. jib: 15.2 tons. Lift height 14.5 m. be granted by the Pier Master. 
Carrying capacity with 6m. jib: 8.7 tons. Lift height 20.0 m. A Harbour Pilot must be used for vessels under 5,000 d.w.t. unles 
Carrying capacity with 15 m. jib: 2.3 tons. Lift height 21.5 m. the Master has called at the port with the same ship for more than 5 time 
3. One 12-ton 14/25 tons gantry rocker crane. within the last 6 month. 
Lift height above trails 25 m. in hook operation. Pilot Office: Tel: 53510200, 59565300. Fax: 59561700. 
Carrying capacity with 28 m. jib (18.5 m. from quayside): 14 tons. ANCHORAGE: The anchorage is 4 — 5 nautical miles W.N.W. of te 
Carrying capacity with 18 m. jib (14.5 m. from quayside): 25 tons. Oil Pier. Closer information concerning the anchorage will be given} 
Mounted with 6,000 litre prehensile scoop: 7 tons excluding weight of __ the Pilot. 
scoop with 28 m. jib (18.5 m. from quayside). RESTRICTIONS: The pier is open to navigation day and night, aps 
Also see “Berthing”. from restrictions under special weather conditions. 
MEDICAL: Hospital and doctors available. Navigation Restrictions: The harbour is closed to traffic when the win 
; “ ; is force is over 23 m./sec. (Force 9), or when the visibility is less than om 
TANKERS: See “Section B”. pa 
ship’s length. 
DENSITY: 1011. Pier A and B: \f the wind direction is between S.W. and N.N.W., ati 
FRESH WATER: Available, supplied from shore by hose, about 15t.p.h. the wind force is between 15 m/sec. (Force 7) and 23 m./se 
25 t.p.h. in Oil Harbour. (Force 9), Pilot and tug must be used. An exemption from this rule ca 
FUEL: All grades available, 24 hours ETA required by truck or barge _ be given only in special cases. 
(Statoil, BP). Pier C: \f the wind direction is between S.W. and North, and the spew 
FIRE PRECAUTIONS: No smoking allowed. is between 15 m./sec. (Force 7) and 23 m./sec. (Force 9), then Pilot an 
CONSULS: Norway: Mr. Jorgen Moller, Consul. Tel: (53) 51.19.01. tug must be used. Only in special cases can there be granted exemption 
Sweden: Mr. H. Meredin Petersen, Vice-Consul. Tel: (53) 51.00.51. from this rule. 
REPAIRS: All types of repairs available. MAX. SIZE: See “Berthing”. 
DRY DOCKS: None. HEALTH: See “Section A”. 
GANGWAY/DECK WATCHMEN: Not necessary. RADIO: Arrival Advice: For crude and ocean-going vessels the Masié 
OPENING/CLOSING HATCHES: Carried out by crew. is requested, through the ship's Agent, to inform the Refinery of the ET 
CUSTOMS ALLOWANCES: See “General” before first port. 72 hours before arrival, and again 24 hours before arrival. 
REPATRIATION: All facilities exist. For vessels which operate in Northern waters, ETA is to be give’ 
AIRPORT: Nearest at Copenhagen about 80 miles from Kalundborg. 24 hours before arrival. For local traffic, ETA is to be given on departut 
Served by regular airlines. for Kalundborg. If there should be changes in ETA, in excess of 2 hous 
TIME: GMT plus 1 hour. GMT plus 2 hours in Summer. this has to be reported to the Refinery via the Agent or over VHF an 


HOLIDAYS: New Year's Day; Easter Thursday; Good Friday; Easter mobile telephone. 
Monday; Ascension Day; 1st May; Whit Monday; Prayer Day; 5th June; VHF: Calls to the pier are made on VHF Channel 16. The work 


Christmas Day; 2nd Christmas Day. No work can be carried out. frequencies of the pier are Channels 9, 10, 12 and 14. 
POLICE/AMBULANCE/FIRE: Police (53) 51.14.48. Hospital: (53) About 5 nautical miles before arrival, the pier is called on VHF, at 
51.10.01. the vessel informs the Pier Foreman of the precise time of arrival. 


BANK: Den Danske Bank, Kordilgade 18, DK — 4400 Kalundborg. TUGS: Tugs are to be ordered through the Agent according to t* 
Tel: (53) 51.08.00. Open 9.30 a.m. — 4.00 p.m. (closed Saturday and scheme below. The minimum requirements for tug assistance und? 


Sunday). normal weather conditions (wind force below 10 m./sec.) are as follows 
SHORE LEAVE: Allowed. Number Total Min. 
SHIP SUPPLY SERVICES: Schierbeck’s Supply Service, Njalsgade 21, Vessel's of Min. Bollard 
2300 Copenhagen S. Tel: (31) 57.00.66 (day and night). Cables: Size Tugs h.p. Pull 
Schierbeck Copenhagen. Telex: 31143. Maximum cargo 8 and 40 tons. (k.d.w.t.) (tonnes) 
Maximum 12 passengers. Pier A 16-26 2 3,500 36 
Kalundborg Supply Service, Ulshojvej 25, 4400 Kalundborg. Arrival 26-56 3 5,000 75 
Tel: (53) 51.20.42 and 51.69.17. Maximum cargo 10 tons. Maximum 56-70 3 7,500 85 
12 passengers. 70-90 4 9,500 120 
Service: 24 hours. 90-120 4 11,000 130 
Rendezvous position for deep draft vessels: Pier A 10-16 1 1,800 17 
Lat. 55° 43.5’ N. Long. 10° 47.8’ E. Departure 16-56 2 3,500 36 
Notice: 6 hours’ notice required through Agent. 56-120 2 5,000 60 
Supply vessel: “Kalundborg Supply” is an ultra modern supply boat 
equipped to the standards approved by the Danish Government Pier B 16- 2 3,500 36 
Inspection of Ships. Arr./Dep. 


he was built and delivered in 1982 and has 2x 150 h.p. engines with For vessels over 16 k.d.w.t. equipped with bow thruster the num 
twin screw which delivers a service speed of 16.5 knots. Her loading _ of tugs is reduced by 1, however, by not more than 1,500 h.p. 
capacity is 10 tons with a deck space of 5m.x 3m. If the wind force exceeds 10 m./sec. then with due regard to 
Wulff's Eftf. /S Skibshandel, 8 Skibbrogade, DK-4400 Kalundborg. expected weather situation for the area, the Shipmaster, the Pilot of ® 
Tel: (53) 510345. After office hours (53) 513706 and (53) 508720. watch and the Refinery must come to an agreement on whether ™ 
Telex: 44359. Cable Address: Wulffsef Kalundborg Territory: vessel shall wait for a weather improvement, or whether the tughe? 
Kalundborg, Kalundborg Roads, Great Belt and Stigsnaes. Can also capacity shall be increased. 


deliver provision, bonded stores, deck and engine stores. Mooring Boats: Meonng haste and men must be used, and are availa 
IDENTIFICATION CARDS: Not required. from Kalundborg Boat Service. 
DELAYS: Due to ice between 15th December and 31st March. Speed: Ships, which call at the pier without tugboat assistance, ™ 


GARBAGE DISPOSAL: Skip provided free of charge on pier for disposal reduce their speed to an absolute minimum before passing the ou 
of garbage from last sea passage. For garbage collected during stay, dolphins. Prior to this, a realistic astern movement must have been ma? 
skips can be ordered through agent at a cost of approx U.S.$200. in order to ensure that the reversing functions satisfactorily. 
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gERTHING: 
PER vessel size 130,000 d.w.t. 

ax.vessel LOA — 262 m. (870 ft.). 

axtreeboard 46 ft. ( 

Max.draft for vessels up to 70,000 d.w.t. 12.50 m. (41 ft.) in brackish 
water at normal water level. : ; 

Max. draft for vessels over 70,000 d.w.t. 12.19 m. (40 ft.) in brackish 
water at normal water level. f j ‘ 

Discharge of crude oil takes place via 2 12 in. cargo hoses fitted with 
win. ASA flanges for a 30 in. pipeline to the Refinery. The 30 in. crude 
i line to the Refinery is about 2 km. long. Discharge rate for crude oil 
s about 5,500 cu.m.p.h. at maximum pressure. Max. loading/discharge 

re on the product and crude oil line is 7 bar. 

During discharging through the crude oil line, the line pressure will be 
monitored at the Pier Office. 

The following products are available at Pier A: 


Jp1, JP8 loading/discharge_ 6 in. ASA flange 
Naphtha loading/discharge_ 6 in. ASA flange 
Regular gasoline loading 6 in. ASA flange 
Premium gasoline loading 6 in. ASA flange 
Autodiesel loading/discharge 6 in. ASA flange 
Gas oil loading/discharge_ 6 in. ASA flange 
Marine gas oil/motor gas oil bunkeri 

various fuel oil grades loading/discharge 2x6 in. ASA flange 
Crude oil discharging 6 in. ASA flange 
PIER B: 


Max.vessel size 16,000 d.w.t. 

Max.vessel LOA 171 m. (560 ft.). 

Max.draft 10.06 m. (33 ft.) in brackish water at normal water level. 
Max.loading/discharge pressure on crude oil and product lines is 7 bar. 
The following products are available at Pier B: 


JP1, JP8 loading/discharge 6 in. ASA flange 
Naphtha loading/discharge_ 6 in. ASA flange 
Regular gasoline loading 6 in. ASA flange 
Premium gasoline loading 6 in. ASA flange 
Autodiesel loading/discharge_ 6 in. ASA flange 
Gas oil loading/discharge_ 6 in. ASA flange 
Marine gas oil/motor gas oil bunkerin 

Various fuel grades loading/discharge_ 6 in. ASA flange 
Crude oil discharge 6 in. ASA flange 
PIER C: 


Max.vessel size 5,000 d.w.t. 

Max.vessel LOA 110 m. (360 ft.). 

Max.draft 6.8 m. (22 ft. 3 in.) in brackish water at normal water level. 

Max.loading/discharge pressure on the product line is 7 bar, however, 
max. pressure on the LPG system is 19 bar. 

The following products are available at Pier C: 


Regular gasoline loading 6 in. ASA flange 
Premium gasoline loading 6 in. ASA flange 
Autodiesel loading/discharge 6 in. ASA flange 
Gas oil loading/discharge 6 in. ASA flange 
Marine diesel bunkering 

Marine gas oil/motor gas oil bunkering 

HFO loading 6 in. ASA flange 
LPG loading/discharge_ 6 in. ASA flange 
Crude oil discharge 6 in. ASA flange 


CARGO HANDLING: On any receipt of cargo, a representative of Statoil 
AS will come on board on arrival of the ship, and together with the ship's 
Chief Officer make a complete cargo calculation, and also take out an 
average sample of all the ship's tanks intended for Statoil A/S. 
Measurement of ullage will be made to the nearest 0.125 in. or 1 mm. 
Temperature measurement will be made electronically to the nearest 
025°C of an average measurement of top, middle and bottom of all 
cargo tanks’ content designated for Statoil A/S. 

Any measurement of free water on arrival, and also Remaining On 
Soard (ROB) after discharging, will be corrected for possible trim. 

lf the quantity of ROB is more than 0.1% of the B/L, samples will be 
ken of the ship’s tanks that contain relatively large ROB, for later 
elerence, but in this connection it is important to point out that Statoil 
spect that the ship does its utmost to drain both ship's tanks and pipe 
{ystems satisfactorily. 
rill the ship is not furnished with a satisfactory “Vessel Experience 
actor _ then this is calculated in concert with a Representative of Statoil 
Ms, and this factor is used for cargo calculation. About 1 hour after 
‘ishing the discharge, a Representative of Statoil A/S will come on 
‘oard and present a preliminary statement of the discharged quantity, 
compared with B/L and sea transport. 

following shipping documents are to be handed over to Statoil A/S: 
Bay conaaion Certificate — Prior Loading. 
ing. 
Quantity Certificate (Intake Certificate/Shoreside Measurement). 
Quality Certificate (Laboratory Report of Tests). 
y of any Protest issued to Loading Terminal. 
Vessel Ullage Report — Loading/Discharging. 
ty Certificate or Post Discharge Vessel UI ace Report. 

“ aled Samples from Loading Port, if available. 

orking Procedure for LPG-Arm: 

1. On arrival, attempts are to be made to position the ship in such a 
way that the Loading Arm gets the greatest possible freedom of 
pra when spoumed on the manifold. 

ing cargo handling, the ship shall always lie within the rati 

range of the aia! Arm. F — 
- lone of the Loading Arm's limits is reached, an alarm consisting 

'@ yellow quick flash signal, on a mast behind the Loading Arm 
will be activated. At the same time, an alarm will be activated at 
the pier office. 
When the loading/discharging operation is complete, and the 


nano Arm is drained empty, this is purged with nitrogen from 
re. 


2. 


oo 


~ 
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5. In case of a critical situation, the shore valve is closed by using 
the yellow actuator box placed onboard. 

There is no danger connected with the closing of this valve, as there 
are expansion systems at the pier. 
IMPORTANT: The Loading Arm must only be operated when it is empty 
of liquid, as otherwise it will be out of balance. 

Maximum operating pressure of the LPG-plant is 19 bar. If the 
pages onal operating pressure is exceeded, an alarm bell will be activated 
at Pier C. 


BALLAST: Ballast shall be discharged to a ballast tank ashore, with the 
exception of pure ballast water from clean permanent ballast tanks. 

The ballast tank ashore can hold 4,500 cu.m.; there is usually about 
2,000 cu.m. available. 

It is important that all ships, which are to pump ballast water, as early 
as possible inform the Pier Foreman over VHF about the quantity of 
ballast water to be pumped ashore. Tankers of 7,000 d.w.t. and more, 
that wish to use the ballast facilities, shall as early as possible advise 
the pier via the ship's Agent of the quantity of ballast/purified water, 
which can be expected on arrival, as well as of the last cargo type. 

The Refinery will only accept ballast water from ship's tanks, which 
on the previous voyage have contained mineral oil products. Ballast 
water, containing any kind of chemicals, cannot be accepted. While the 
ship is alongside the pier, all sea and overboard discharge valves in 
connection with the cargo system, must be kept closed and sealed. The 
sealing must only be broken in concert with the Pier Foreman. 

On taking in ballast alongside the pier, sea valves must not be opened 
until the pump is working, and the other valves are open. Ballast tanks 
must not be filled higher than ullage 7 ft. 

It is important in this connection to emphasise the danger of ballasting 
in tanks not free from gas. Watch out for gas concentrations both on 
the ship and at the pier, and reduce the ballast intake, if necessary. 
Tank Inspection: Prior to loading, the tanks are to be inspected for water, 
impurities, and foreign matter by the pier personnel. 

During the inspection, the loading valves must remain open so that 
there is no liquid in the pipes. 

The inspection is to be done from the deck through the hatches or 
sounding holes by using torches or mirror. 

The pier personnel are not allowed to enter ship's tanks without special 
permission. 

Before entering a ship's tank, a permit must be obtained from the Pier 
Foreman, and only after having made sure personally and in concert 
with the Ship’s Officer on duty that the situation is such that entering 
the tank is justifiable. 

Inert Gas System and Tank Cleaning with Crude Oil: The Refinery does 
not make additional demands on Inert Gas Systems and tank cleani 
with crude oil than those described in international regulations (IMO) 
and VIM 020-040-005. 

It is the Master's direct responsibility to ensure that the inert gas plant 
is operated according to instructions, and that tank cleaning with crude 
oil is carried out safely and efficiently, and that loading officers, who are 
responsible for the cargo handling, are familiar with all rules and 
procedures for controlling the system. 

The Refinery will normally require a 100% COW of all cargo tanks 
designated for discharging in Kalundborg, for crude oil with a density 
higher than 0.8600. 

If the ship is unable to maintain a positive pressure in the cargo tanks, 
or cannot maintain less than 8% oxygen in the tank atmosphere, the 
Shipmaster will be requested to shift to anchor until the inert gas plant 
is operative again, allowing for the risk of self-ignitable iron sulphides. 

Prior to cargo handling, the responsible officer will be requested in 
concert with the Pier Foreman, to fill in Safety Check Lists and a Check 
List for COW so that the ship as well as the Refinery may be sure that 
cargo handling can be commenced within the existing minimum safety 
regulations for the operation. 


ote Medical and dental treatment are arranged by the ship's 
ent. 
FRESH WATER: The ship can be provided with fresh water at a delivery 
rate of approximately 25 t.p.h. Cost U.S.$ 3.00 per ton. 
FUEL: Bunkers and lubricating oils can be supplied through the Agent. 
Orders should be given in good time through the Agent before arrival. 
SURVEYORS: Marine Surveyors representing Lloyd’s, Caleb Brett, 
S.G.S. and Saybolt available at the port. Further information can be 
obtained from the ship's Agent. 
POLICE/AMBULANCE/FIRE: Tel: 53511448 or 112. 
TELEPHONE: A pay phone for international calls is installed in the Pier 
Office building. 
SHIP SUPPLY SERVICE: Kalundborg Boat Service. Tel: 53510200. 
Fax: 59561700. 

The company operates a craft on Kalundborg Roads for transfer of 
crew, stores, etc. Charge rate is U.S.$ 140.00 per hour. 
GARBAGE DISPOSAL: Skip provided on pier, where garbage collected 
from last port can be ae free of charge. 

Skip can be ordered in advance through Agent. Charge: About 
U.S.$ 200.00. 
WASTE OIL DISPOSAL: Mineral oil without chemicals is received free 
of charge by the Refinery. Collection service is available for waste oil 
containing lub oil and chemicals. The charge is about U.S.$ 60.00 per 
ton. The ship's Agent has to be notified in advance to make 
ae with the contractor and the Port Captain. 
SAF : Mooring: The ship shall be moored satisfactorily, and the 
ropes held taut during the entire stay at the pier. Steel wires must not 
be used for mooring unless they have rope tails and these are fastened 
on quick-release hooks. Wires and fibre ropes shall not be used together 
in the same direction. 

Anchors not being used shall be secured. 
Fire Wires: Fire wires shall be placed correctly fore and aft. Wire eyes 
shall be placed directly below the waterline, and adjusted regularly 
during cargo handling. The ends shall be properly secured to the ship's 
bollards, and have sufficient slack on deck. The slack of these wires 
shall be so secured that it can easily be broken by tugboats. 
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Access between Ship and Pier: |mmediately after completing mooring, 
the ship shall land a gangway ashore. The landing may consist of an 
adequately mounted gangway or accommodation ladder. 

At Pier A, larger ships have a ga ay from the shore. Special 
consideration has to be given to the difference in height between ship 
and pier which may grow large. 

Emergency escape: In connection with the normal gangway/ 
accommodation ladder described above, a safe and fast emergency 
escape possibility shall be readily accessible on both ship and pier. 

On the ship, this can consist of a lifeboat ready for immediate use, 
placed aft. 


GENERAL: Duc d’Alba: Ships must only moor at the pier, and not at 
the duc d’Alba. 

Traffic at the pier: There is lively ferry traffic in the harbour. About 15 
times in 24 hours, a ferry passes by the pier at a distance of 100 m. — 
300 m. from the pier head. 

Dry cargo ships up to 60,000 d.w.t. call at Kalundborg Harbour at a 
distance of approximately 500 m. from the pier head. Sailing is done at 
reduced speed. Tankers and bulk carriers call at Asnaesvaerket in 
varying sizes up to about 160,000 d.w.t. 

Sailing: As soon as loading/discharge is finished, all ships have to leave 
the pier on request. 

Lightening: According to Order No. 472 of 21st September, 1978, by 
the Ministry of Commerce, lightening of tankers must only take place in 
position 55° 42.0’ N., 10° 59.8’ E., and within a radius of 0.3 nautical 
miles. When tankers lighten in Kalundborg Fjord, other vessels must 
pass the area with caution and at slow speed. 

Lay-time: To expedite the turn-round of vessels, the Master is requested 
to co-operate with the personnel ashore in order to minimise the lay- 
time. Any delay arising, and which can be expected to drag on, must 
be oor to the Pier Office so that it can contribute to solving possible 
problems. 

Portable Receiver: On arrival of the ship, the Officer on duty is handed 
a portable receiver. This radio must be turned on, and be carried during 
the entire stay at the pier. The radio is to be tested at regular intervals. 
Storing: Barges and boats are not permitted alongside any ships berthed 
at the piers. 

Trucks with supplies are only granted permission to go alongside if 
no cargo handling of Class 1 products is underway. 

It may be possible to unload heavy loads at the berth before the vessel 
arrives. Also, trucks can unload at the gate, approx. 150 m. from berth. 
Hand trollies are available. 

Tide and Current: The difference between the average high tide and 
average low tide is about 0.3 m. A gale from N.W. can give a rise of 
1.3 m. above the daily level, while a gale from S.E. can give a fall of 
0.9 m. below the daily level. There is almost no current at the pier. 
Winds: The predominant wind direction is West, but most of the gales 
come from N.W. Wind velocities which exceed 15 m./sec. (force 7) 
usually occur for about 20 hours a year from S.W., about 15 hours from 
West, 40 hours from N.W. and 25 hours from North. 

Repair of Nautical Equipment and Instruments: Repairs can be arranged 
through the Agent. It is recommended that the Agent receives such 
requests in good time. 

Sanitary Measures: Standard regulations for Danish harbours regarding 
sanitary conditions apply at the Oil Pier. Waste must not be thrown 
overboard. Special waste containers are placed at the pier. Special 
consideration to avoid pollution of the pier from flushing of toilet, 
bathroom, etc., must be taken. If the ship wishes to pump sewage 
ashore, facilities are available at the pier, but a minimum notice of 
6 hours is required. This is given via the Agent. 

Mail: The Agent delivers and receives mail from the ship. 

Visitors to the Ships: Only persons doing business may come to the 
pier. Visitors, such as guests of the Master, can get permission to come 
on board, on condition that the Master has made a request to the Pier 
Office. Further details on permission for visitors are available on 
application to the Pier Office. 

On arrival of the ship, magnetic cards are handed out which give 

access to the gate into the pier area. It is the Master's responsibility 
together with the ship's Agent to ensure that cards are handed out to 
relevant members of the crew. 
Oil Spillage: Attention is drawn to the fact that there have been bad 
experiences with regard to oil spillage, caused by opening sea valves 
before having started the ballast pumps, and by tanks overflowing during 
loading. Very small quantities of oil that get into the water have to be 
removed and this can become rather costly. 

In order to spare the shipping company unnecessary expenses, the 
responsible persons are enjoined to have their attention directed to all 
conditions that can cause even small oil spillages. Oil spillage comes 
under the authorities’ sphere, and that matters of dispute as to guilt can 
be referred to the police. 

Air Pollution: The Master must take precautions against emitting large 
quantities of smoke from the funnel. Use of soot blowers whilst the ship 
is in port is not allowed. 

Inspection: The Pier Master or his deputy must at any time be admitted 
to all ships to see that all directions are complied with. 

Agent: Immediately after arrival of the ship, the ship's Agent goes on 
board so that the Master can inform him of the ship's necessities. Ships 
which are requested to anchor outside the harbour to wait for mooring 
space can possibly get an Agent on board at the anchorage. When the 
ship lies at the pier, telegrams and radiograms are to be delivered 
ashore. Contact the Agent for further information, and the Agent's 
representative for further dispatch via the facilities. 


OPERATOR: Statoil A/S, Refinery, DK-4400 Kalundborg, Denmark. 


Tel: (59) 574521. Telex: 44343. Cables: Stara. FAX: (53) 516298, 
517081. Contact: M.H. Thyssen, Pier Master. 
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KOGE: 55.27 N. 12.12 E. 


DOCUMENTS: For Customs, vessels require: 
Vessels of 150 ton and upwards, Load Line Cert. 
Vessels of 300 ton and upwards, Load Line Cert., Radio Safety O 
Vessels of 500 ton and upwards, Load Line Cert., Radio Safety Cx 
Equipment Safety Cert. ; 
For all passenger vessels also Safety Cert. 
For stevedores vessel shall have Bills of Lading, Manifests a 
Loading plans. 
PILOTAGE: Pilotage compulsory for all tankers and vessels over 3% 
g.r.t. or 750 d.w.t. Vessel to call Pilot 2 hours before arrival. VHF » 
pilot station and pilot boat. Watch on Channel 16. Normal internation 
light and sound signals used. Pilot boat located about 2 nautical mix 
East of port. No difference in bad weather. 
ANCHORAGES: 1-2 nautical miles East of port with good botig 
conditions. 
RESTRICTIONS: See “General” before first port. 
MAX. SIZE: Max.permissible length 160 m.; max.permissible draft 7» 
HEALTH: Normal quarantine rules. 
RADIO: Lyngby Radio or any other radio station in Denmark. 
TUGS: 1 tug of 300 h.p. and 1 tug of 600 h.p. available. Additional tus 
can be obtained from Copenhagen. 
CRANES: Port Authority: 1 x 25 ton and 1 x 36 ton mobile cranes we 
hook, grab and container equipment. 
Private: 1 x 12 ton mobile crane and 2 coal cranes. 
STEVEDORES: Normal ETA and description of vessel required. 
MEDICAL: Doctor and hospital assistance available; other facilities» 
be obtained from Copenhagen. 
TANKERS: Only 1 tanker berth, no specific requirements. LPG aly 


handled. 

FRESH WATER: Water from wharf. 

FUEL: Products are delivered in Koge, others from Copenhagen. 
FIRE PRECAUTIONS: Normal fire precautions. Tankers cannot reques 
to go to berth before loading/discharging. 2 fire watchmen from the fy 
department. 

CONSULS: Nearest at Copenhagen. 

REPAIRS: Small repairs. 

DRY DOCKS: 2 small slipways for vessels up to 200 tons. 
GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: Normally carried out by crew. 
CUSTOMS ALLOWANCES: See “General” before first port. 
REPATRIATION: No facilities exist. 

AIRPORT: Nearest in Kastrup Lufthavn; Copenhagen about 40 ir 
away. 

TIME: GMT plus 1 hour. 

HOLIDAYS: Normal Danish holidays, change from year to yee 
Normally work can be ge. 

POLICE/AMBULANCE/FIRE: Ambulance and Fire (46) 322222; Polk 
651448 or use alarm 000. 

TELEPHONE: No arrangements exist for placing on board. 

WIND: Wind between N.E. and S.E. can give up to 1.6 m. HW and Wes 
wind up to 0.9 m. LW. 

SERVICES: Pilot makes compass adjustments. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not needed. 

GARBAGE DISPOSAL: Garbage containers on all quays, free’ 


charge. 

WASTE OIL DISPOSAL: Waste oil is collected by tanker tno 
according to MARPOL Convention. 

SEAMAN’S CLUBS: None. 

CURRENCY: Danish Kroner (DKr.). 

GENERAL: The North Port of Koge, “Nordhavn”, Lat. 55° 27’ 4° 
fo 12° 11’ 7” E. Length of quayage 300 m. Depth 5.5 m. 
DEVELOPMENT: Extensive developments underway. See “Plan”. 
AUTHORITY: Koge Havnekontor, Havnen 39, 4600 Koege. Tel: % 
636113. FAX: 56-637400. Contact: J. H. Nielsen, Harbour Master. 


(See Play 


KOLDING: 55.29 N. 09.30 E. 


UMENTS: 

3 copies Crew List. 

3 copies Crew Declaration (Tobacco, Spirits, etc.). 

1 copy Tobacco List. 

1 copy Stores List. — ‘ ; ; 
piLOTAGE: Pilot Station (Call: Little Belt Pilot Station — VHF Channel 
16, 24 hours) at Fredericia. Serving all ports in the area of Little Belt. 
To: 75920888/75920959. Fax: 75928822. . ; 

Harbour Office to be advised of ETA/ETD one hour in advance during 


(See Plan) 


hours. 
wNCHORAGES: At Skaerbaek. ; ' 
RESTRICTIONS: See "General" before first port. Max. speed in port is 
ts. 
WAX SIZE: Maximum permissible length 200 m. Max. beam 25 m. Max. 
in channel is 7.0 m. at mean water. 
RADIO: Lyngby Radio. Low 
VHF; During office hours the Harbour Office is on Channel 16, working 
on Channels 12 and 13. 
TUGS: Available (Icebreaker, 7 tons bollard pull). 
BERTHING: = 
Facilities 


5 ton slewing crane (private) 
5 ton slewing crane (private) 


Bitumen 


} 5 ton portal crane (grab/hook) 


| Grain and feedstuff. 
Suction/loading rate 350 t.p.h. 
Cement 
7 ton slewing crane (private) 
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25 ton portal crane (grab/hook) 


Mobile Cranes: 1 x 36 tons with grab/hook at Berths No. 19 — 22. 
1 «7.5 tons with hook at Berths No. 1 — 22. 1 x 24 tons with grab/hook 
at Berths No. 1 — 22. 
Also see “Berthing”’. 
Hoppers: 1 x 65 tons, with discharge funnel, at Berth No. 22. 
|x 45 tons, with discharge funnel, at Berths No. 11 — 22. 
STEVEDORES: Obtained through Agents. 
Normal Working Hours: 
Monday - Thursday: 0700 — 0830, 0900 — 1200, 1230 — 1530. 
Friday: 0700 — 0830, 0900 — 1200, 1230 — 1500. 
MEDICAL: Hospital facilities available. 
FRESH WATER: Available from quay. 
FUEL: Available. 
CONSULS: 
Finland: J. Borum, Haderslewvej 25, Kolding. Tel. (75) 521233. 
Malta: Chr. Hindkjoer, Fabriksvej 27, Kolding. Tel. (75) 525533. 
Peru: M. Ohmeyer, Hobbelskoven 29, Kolding. Tel. (75) 528981. 
Sweden: Ove Gronborg, Osterbrogade 14, Kolding. Tel. (75) 522711. 
REPAIRS: Only small repairs can be carried out. 
GANGWAY/DECK WATCHMEN: Gangway watchman not required. 
OPENING/CLOSING HATCHES: Normally carried out by crew. 
CUSTOMS ALLOWANCES: See “General” before first port. 
AIRPORT: Distance from Billund Airport 40 km. Billund Airport is served 
»y regular airlines. 
jel 1 hour in Winter. GMT plus 2 hours in Summer (March 
~ September). 
HOLIDAYS: See “Copenhagen”. 
?OLICE/AMBULANCE/FIR : Police, Tel. (75) 522800; Ambulance, 
Ln 5) 522222; Fire, Tel. (75) 522222, Help, Tel. 112; Emergency, 


TELEPHONES: Telephones obtainable on board. 
SHORE LEAVE: Allowed. 
DENTIFICATION CARDS: Not needed. 

ARBAGE DISPOSAL: Small containers for ship's galley-waste only 
rE placed along the piers. The port will collect drums containing waste 
Wi sie etc. from ships. All kinds of waste must be sealed. 
pes OIL DISPOSAL: The port will only accept the quantity of waste 
; Produced on the voyage from the last port of call, and only if the 
Essel is able to pump by own gear to tanker truck alongside berth. 

ys pos is required. Above must be advised in advance to ship's 
n 


ent. 
SAMAN'S CLUBS: Located in Fredericia (bus obtainable). 
CENDENCY: Danish Kroner. 
Carnac rts: Danish Charts No. 156 and 158. British Admiralty 
a ; . 
narbage: All waste to be placed in containers on the quay. 
rat The discharge of any kind of garbage, waste water or rubbish 
AUTH: holds or tanks into the harbour is forbidden. 
lORITY: Kolding Havn, Jens Holmsvej 1, DK-6000 Kolding, 

Con Mark. Tel: 75-502066 (24 hour service). FAX: (75) 502058. 

‘act: Per Bendix Jensen, Harbour Master. 


DENMARK 


KORSOR: 55.20 N. 11.08 E. (See Plan) 
DOCUMENTS: See “Copenhagen”. 
PILOTAGE: Not compulsory. ETA and request for Pilot must be made 
to Belt Pilot 4 hours before arrival via VHF Channel 16. 
ANCHORAGES: 0.5 miles S.W. of buoy “Nygrund”. It is prohibited to 
anchor inside the outer pier. 
MAX. SIZE: LOA 225 m., and 7.5 m. draft. Tidal variation 0.3 m. 
RADIO: Lyngby Radio OXzZ. 
VHF: Korsor Harbour on Channels 16, 13 and 12. Tugs are worked on 
Channel 12. 
RADAR: Pilot boats are radar equipped. There is no Port Control Radar. 
TUGS: Available. 24 hours notice to Agents, via Lyngby Radio, must 
be given. 
CRANES: 1 mobile crane of 24 tons, 4 cranes with grabs. Further 
equipment may be obtained at short notice. 
BULK CARGO FACILITIES: Grain elevator with three pneumatic 
dischargers. 
SPECIALISED CARGO-HANDLING FACILITIES: At present, 2 berths 
for Ro/Ro traffic. 
BRIDGES: There are bridges between GI.Havn and Inderhavn. 
sate LOA 100 m., beam 25 m., draft 5.7 m., allowed to pass under these 
bridges. 
STEVEDORES: Working hours 0700 — 1600 hrs. (1 shift), Monday to 
Friday. Night shifts by arrangement. 
MEDICAL: Hospital at Slagelse, 15 km. away. 
FRESH WATER: Available. 
FUEL: Available by tank truck, if sufficient notice given. 
CONSULS: Norwegian, German, Swedish and Finnish. 
DRY DOCKS: None. One slipway of 600 tons displacement. 
SERVICES: Compass adjuster available. 
GANGWAY/DECK WATCHMEN: Not necessary. 
HATCHES: Opening/closing normally done by ship’s crew. 
AIRPORT: Nearest at Copenhagen, 1 hour 10 minutes by rail. 
TIME: GMT plus 1 hour. Summertime GMT plus 2 hours from March to 
September. 
HOLIDAYS: Usual Danish holidays. 
GENERAL: 

Chart: Danish Chart No. 143, Storebaelt between Langeland — 
Sprogoe, covers this port, which lies 3 miles East of Route T. 

Ferry Traffic: Attention is drawn to the intense ferry traffic between 
Korsor and Nyborg. 
GARBAGE DISPOSAL: Service is available alongside from 0700 hrs. 
to 1530 hrs. There are no charges made for this service. Tel: 53- 
570085.WASTE OIL DISPOSAL: Tanker trucks of 10 cu.m. capacity 
available. Standard Danish regulations apply. 
SEAMAN’S CLUBS: None. 
CURRENCY: Danish Kroner (DKr.). 
AUTHORITY: Havnemesteren, Korsor Havn, Amerikakajen 2, DK-4220 
Korsor, Denmark. Tel: 53-570085. FAX: 53-571485. Contact: A. Skjold 
Hansen, Harbour Master. 


KYNDBY (Kyndby Power Station): 55.49 N. 11.53 E. 
(See Plan) 


PORT LIMITS: Vessel is considered to be an “arrived ship” when 
alongside the quay or at anchorage waiting for berth. 
DOCUMENTS: 

Ship's Register. 

Load Line Certificate. 

Radio Safety Certificate. 

Safety Equipment Certificate. 

Derat Certificate or exemption. 

2 Crew Lists. 

Cargo Manifest or Bills of Lading. 

Construction Certificate. 

Certificate of Insurance or other financial security in respect of civil 

liabilities for oil pollution damage. 
Tobacco and Spirit List, covering all goods on board belonging to 
crew, officers, Master, ship’s bar or passengers. 

PILOTAGE: Pilotage not compulsory. Pilot boards at the entrance of 
Isefjord and takes the vessel to the port and berths her. Pilots listening 
on VHF Channel 16. 

Pilots to be ordered by ETA telegram to Agent at least 24 hours in 
advance. 
ANCHORAGES: Larger vessels anchor in 15 m. — 20 m. of water either 
in the Isefjord or outside the entrance to the Isefjord. Holding ground 


good. 
RESTRICTIONS: Arrival only by daylight. No tide under normal 
conditions. Vessel’s draft entering Isefjord not to exceed 22 ft. 

Also see “General” before first port. 
HEALTH: No special restrictions as to Free Pratique, which will be 
granted by authorities on arrival. Suspected disease or fever must be 
telegraphed to Agents before arrival. 
RADIO: Lyngby Radio. 
VHF: Channel 16 to pilot station (also Skaw Pilot). 
RADAR: No installation. 
TUGS: Available. Join at Isefjord, outside the entrance to the Port of 
Kyndby, ship's lines to be used. 
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BERTHING: One oil berth: Length 570 ft., draft 21 ft. 6 in. 

One coal berth: 530 ft. long, draft 22 ft. Water brackish. 
CRANES: As berth private, only handling own coal cargoes — 3 cranes 
available. 
STEVEDORES: Private stevedores to be ordered through receivers — 
coal discharge — rate per crane per hour: about 200 tons. 
MEDICAL: Ali medical and hospital facilities available, no advance 
notice necessary. 
TANKERS: 2 discharge hoses, one of 12 in. and one of 16 in. 

No slop facilities. 

One tanker berth, safe arrival draft: 21 ft. 6 in. Average discharge 
rate: 1,000 t.p.h. 
DENSITY: Brackish. 
FRESH WATER: By hose from quay — 10 t.p.h., D. Kr. 2.50 per ton. 
FUEL: Available from all bigger companies by trucks or barge from 
Copenhagen — about 40 miles from Kyndby. 
FIRE PRECAUTIONS: No specific precautions. 
CONSULS: Nearest Copenhagen about 40 miles from Kyndby. 
REPAIRS: All types of smaller repairs can be carried out. 
DRY DOCKS: No dry dock available. 
SURVEYORS: All large Classification Societies represented in 
Copenhagen about 40 miles from Kyndby. 
GANGWAY/DECK WATCHMEN: Watchmen not necessary but 
available. 
OPENING/CLOSING HATCHES: To be carried out by crew. 
CUSTOMS ALLOWANCES: See “General” before first port. 
CARGO GEAR: Shore coal cranes. 
REPATRIATION: Can be arranged normally via Copenhagen about 
40 miles from Kyndby. 
AIRPORT: About 40 miles to Airport in Copenhagen. 
TIME: GMT plus 1 hour (from late September — late March). GMT plus 
2 hours (from late March — late September). 
HOLIDAYS: Saturday/Sunday normally no work, and further no work 
on holidays declared as official Danish holidays. 
POLICE/AMBULANCE/FIRE: 112 all alarms. 
TELEPHONES: No telephone connection on board. 
SERVICES: No tank-cleaning facilities; all other services to ships can 
be arranged through specialists from Copenhagen. 
SHORE LEAVE: No restrictions. 
IDENTIFICATION: No shore passes necessary. 
REGULATIONS: None. 
DELAYS: None. 
DEVELOPMENTS: None at the present time. 
AUTHORITY: Private port owned by: Sjaellandske Kraftvaerker I/S, 
Strandvejen 102, 2900 Hellerup, Denmark. Tel: 31-624141. Telex: 
37500. FAX: 31-612888. 

Local office: Kyndby Power Station, DK-3630 Jaegerspris, Denmark. 
Tel: 45-42-321102. FAX: 45-42-321166. Contact: Poul Elmerkjaer. 


MASNEDOEVAERKET: 55.00 N. 11.53 E. 


LOCATION: Masnedoevaerket is situated on the island of Masnedoe, 
which is connected to Sjaelland by a bridge 150 m. East of the harbour. 
DOCUMENTS: 

Ship's Register. 

Load Line Certificate. 

Safety Radio Certificate. 

Safety Equipment Certificate. 

Safety Construction Certificate. 

Derat Certificate or Exemption. 

Bill of Lading. 

Crew List. 

Customs need a Tobacco and Spirit List, showing the vessel's and 
the crew's supply on arrival. Nearest Customs at Naestved. 
APPROACHES: From West via Smalandsfarvandet depth of water 24 ft. 
From South East via Gronsund, max. draft permitted 16 ft. 6 in. From 
Pilot boarding ground, there is a buoyed channel, dredged to 7 m., with 


oe, rag? 

PILOTAGE: Pilot boarding ground off Masnedo N.W. flak. Sea Pilots 
available from Spodsbjerg, Korsor or Gronsund. 

ANCHORAGES: Off the entrance channel. 

MAX. SIZE: LOA 100 m., beam 17 m. and draft 6.7 m. 

TUGS: Available on request, not normally used by vessels less than 
4,500 d.w.t. 

BERTHING: Power Station Quay 270 m. long, depth alongside 7 m. 
CRANES: None. 

BRIDGES: Storstromsbroen has a vertical clearance of 26m. A new 
bridge was opened in 1985 across the Storstrom with a vertical 
clearance of 21 m. Power lines with 36 m. vertical clearance lie to the 
West of the harbour. 

FRESH WATER: Available from hose on the quay. 

FUEL: Available by tank truck. 

REPAIRS: Minor repairs can be carried out at nearby machine shops. 
AIRPORT: Copenhagen, 60 miles distant. 

AUTHORITY: Sjaellandske Kraftvaerker, Masnedoevaerket, 
4760 Vordingborg, Denmark. Tel: 45-53770777. FAX: 45-53777474. 
Contact: Leif Holst Hansen. 
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MIDDELFART: 55.30 N. 09.44 E. 


DOCUMENTS: See “Copenhagen”. 

PILOTAGE: Not compulsory. Middelfart Pilot Station Operates , 
Channel 16. 

MAX. SIZE: 5,000 d.w.t. — 6,000 d.w.t., 6.5 m. draft. 

TUGS: Available at short notice. 

BERTHING: New Harbour: 2 quays, one of 190 m. length, depth 65, 
the other of 100 m. length, depth 5.7 m. 

Old Harbour: 2 quays, one of 100 m. length, the other of 80 m. len 
depth 6.5 m. at both quays. Ro-Ro ramp. 

Private Wharves: A. C. Hansens Quay, length 90 m. max., draft 45, 
Open to public traffic. 

Nordiske Kabel & Trpdfabrikkers Quay, max. length 100 m., depth?, 
CRANES: One 60 tonne mobile crane. One 3tonne crane, 
A.C.Hansens Quay. Mobile cranes of all sizes available at short noty 
BULK CARGO FACILITIES: Cranes and forklifts of 2 — 15 tom 
Crane at A.C.Hansens Quay for bulk stores. 

STEVEDORES: Working hours: 0700 — 1530 (overtime possible). 
Rates of Work: Bulk Cargo: 200 t.p.h. Iron, etc.: 180 t.ph. 
MEDICAL: Local hospital available. 

FRESH WATER: Available. 

FUEL: All grades of fuels and lubricants available at short notice. 
DRY DOCKS: One slip for vessels up to 100 tonnes. 

CUSTOMS REGULATIONS: See “General” before first port. 
AIRPORT: At Billund and Beldringe, 30km. and 50 km. am 
respectively. 

TELEPHONES: This service is available aboard ships at all berths) 
prior arrangement through the Agent. Standard rates apply. 
AUTHORITY: Middelfart Havnekontor, Havnegade 79, DK-S 
Middelfart, Denmark. Tel: 64-410253. Contact: Bent Ostergay 
Nielsen, Harbour Master. Office hours 1100 — 1200 hrs. 


AGENT: Middelfart Shipping, Havnegade 18, DK-5500 Middelfar. 
Tel: 64-410072. Telex: 58240 “Miship DK”. Cable: Midship. 


(See Pi, 


NAESTVED: 55.13 N. 11.45 E. 


DOCUMENTS: 

1 copy Passenger List. 

1 copy Crew List. 

1 copy Stowaway List. 

1 copy Crew Personal Effects List. 

1 copy Stores List. 

1 copy Arms and Ammunition List. 

Vessel's Certificates. 
PILOTAGE: Compulsory between the entrance to Karrebaeksminde# 
Naestved for all ships over 150 g.r.t. VHF Channel 16. Tel. 53 — 727% 
and 53 — 742397. Pilot boards 0.5 miles S.W. of breakwater heads 
ANCHORAGES: 1.5 miles S.W. of Karrebaeksminde Light in 8m 
11 m. depth. Holding ground is good, but anchorage is exposed to stro 
winds from S.W. 
APPROACHES: Entrance: An artificial channel, dredged to a depth! 
6.0 m. (19 ft. O9 in.) over a bottom width of maximum 20.0 m. # 
minimum 16.0 m. (52 ft. 6 in.), marked by spar buoys, perches # 
leading beacons, leads from the entrance at Karrebaeksminde to® 
harbour. Regulations for narrow channels in Danish waters are in fon 
with certain exceptions as stated in a Government Notice! 
30th May 1980 which, among other things, includes a speed limi! 
6 knots in the buoyed channel and prescribes that a vessel proceed! 
against the stream must give way to a vessel proceeding with the street 

Also see “Bridges”. 
RESTRICTIONS: Only navigable from half hour before sunrise to® 
hour after sunset, and according to tides. Also see “General” before! 


(See Pla 


Use of tug compulsory through bridge for vessels over 1,800 dw! 
MAX. SIZE: Max. length 100 m. Max. draft 5.60 m. with breadth 12.20° 
or max. breadth 14.40 m. with draft 4.80 m. 

HEALTH: Pratique granted on arrival by boarding Customs Offices 

See “Kalundborg”. 

RADIO: Lyngby Radio (OXZ). : 
VHF: Pilot Station and Bridge Control at Karrebaeksminde are equip 
with VHF. 

TUGS: M/S “Eno” 360 h.p. VHF. Ship's lines. Also see ‘“Restrictio® 
BERTHING: No berthing in Karrebaeksminde. 

There is 1,100 m. of quays with depth of 6.0 m., of which 370m’ 
occupied by the paper mill. 

There are 2 berths with a depth of 5.2 m. ; 
Bulk Handling Facilities: 135 t.p.h. grain suction unit and 1x601? 


pede Ore: 
CRANES: Paper Mill: 2x3 tons, 1x8 tons and 11.5 tons. 

West Quay: 2x4 tons. 

East Quay: 1X2 tons (fixed). 

Mobile cranes also available. 
BRIDGES: A bascule road bridge spans the canal 650 m. above" 
breakwater heads. The navigable width of the passage is 22.0.” 
there is a vertical free side height of 20 m. with the opening sp 
raised position. Passage through the bridge is free from 30 min# 
before to 30 minutes after sunrise within the period from 0500 hs 
2100 hrs., 7 days a week. 

A power cable with 33.0 m. (108 ft.) headroom spans the ® 
1.5 miles below Naestved Harbour. 
MEDICAL: Hospital available. 
FRESH WATER: Available from quay, 10 t.p.h. 


L: All grades. Deliveries by lorry only. 
REPAIRS: Minor repairs possible. 
AIRPORT: Kastrup Airport, Copenhagen 100 km. away. 
rime: GMT plus 1 hour. 
& LEAVE: No restrictions. 
GARBAGE DISPOSAL: Garbage collected daily by Port Authority from 
ide vessel. No extra charges made. 
WASTE OIL DISPOSAL: Oily water mix and waste oil collected free of 
sarge by tanker truck, up to a maximum of one tonne per day's 
weaming from last port of call. 
sEAMAN’S CLUBS: None. 
CURRENCY: Danish Kroner (DKr.). 
AUTHORITY: Naestved Havnekontor, Toldbodgade 4, 4700 Naestved, 
penmark. Tel: 53 — 720056. Contact: E. Andersen, Harbour Master. 


NAKSKOV: 54.50 N. 11.08 E. (See Plan) 
DOCUMENTS: 

Tonnage Certificate. 

Load Line Certificate. 

Valid Derat Certificate (renewal at Nakskov possible). 

Crew Declaration. 

3 Crew Lists. 
PILOTAGE: At Albuen at the entrance of the firth. The pilot station 
named “Belt Pilot’. VHF Channel 16. Notice of ETA to be given as early 
as possible and not later than 4 hours before arrival. 
ANCHORAGES: Safe anchorage in port area for smaller vessels or 
outside on the Roads in Langelandsbaelt. The pilot station will advise 
nest position depending on wind and current. 
RESTRICTIONS: Sailing to and in the harbour at night-time with help 
af projector and with good visibility only. Also see “General” before first 


port. 
MAX. SIZE: D.w.t.: Approx. 2,000 tons. Draft: 19 ft. Length: 660 ft. 
Breadth: 70 ft. Height: None — no bridges to pass. 
RADIO: Lyngby Radio. 
VHF: Operated by Harbour Office during daytime only on Channel 16. 
Also communication via the pilot station on VHF Channel 16. 
All movements to be reported to the Agent only. 
TUGS: Tug available with 24 hours notice. 
BERTHING: Protected from all winds. Depth up to 20 ft. 6 in. (6.3 m.) 
7500 ft. of quay. In the fairway leading up to the harbour there is a 
depth of 20 ft. 6 in. (6.3 m.), distance about 6 miles. Max. draft in Fairway 


19 ft. 

CARGO HANDLING FACILITIES: Tracks along the quays in connection 
with the railway station and all Danish Railways. Also good road 
connections. 

3grain silos: 4,000, 12,000 and 15,000 tons. 3 grain elevators loading 
fate 120 t.p.h., 80 t.p.h. and 50 t.p.h. respectively. 1 grain elevator 
discharging rate 40 t.p.h. 

4 mobile belt conveyors loading up to 110 t.p.h. 

2 mobile cranes (22 and 32 tons capacity) — also grab and polygrab. 

3 forklifts 2.0 — 3.5 tons available. Up to 4.5 tons on request. 

3 mini-loaders (Bobcats) for discharging of bulk cargoes. 

BRIDGES: No bridges to pass. Airdraft unlimited. 

STEVEDORES: Arranging gangs for work after noon, notice to be given 
‘othe stevedores latest 0900 hrs. For work in the morning, notice to be 
ven to the stevedores the day before latest noon. 

EDICAL: Treatment all kinds possible, including hospital. Medical 
attention at dentist, eye and ear specialist normally requires 24 hours 
notice if possible. 

DENSITY: Fresh water. 

FRESH WATER: Available from quay or by truck. 

FUEL: Available. 

CONSULS: Dutch, Finnish, French, Norw 
REPAIRS: Blacksmith and electrical works 
some repairs on deck and engine. 

DRY DOCKS: Shipyard provided with 2 dry docks up to 32,000 d.w.t., 
tuilding slips up to 35,000 d.w.t. Cranes to lift up to 100 tons. 
SURVEYORS: At present no surveyors at Nakskov. Must be ordered 
fom Copenhagen. 

GANGWAY/DECK WATCHMEN: Not necessary. 

OPENING/CLOSING HATCHES: Always carried out by crew. 
CUSTOMS ALLOWANCES: 40 cigarettes or 40 grams tobacco, 
125 litre spirits and 0.25 litre wine per man per day. 

CARGO GEAR: Loading/discharging always effected by shore gear, 
unless otherwise agreed in C/P. 

REPATRIATION: Facilities available. 

AIRPORT: Small airport for taxi flights close to the port. About 160 km. 
in nearest airport served by regular world-wide airlines. 

wa GMT plus 1 hour. March-September, Summertime GMT plus 


Ss. 
°OLICE/AMBULANCE/FIRE: Police Tel: 921448. Ambulance Tel: 
oa Fire Tel: 923041. Emergency Tel: 112. 
\ ERGENCY CO-ORDINATION CENTRE: Soevaernets Operative 
ommando (SOK), Aarhus. Call via Radio Stations Lyngby, Roenne, 
3 ANKS. Blaavand. 


ian and Swedish. 
ps available to carry out 


Lollands Bank A/S, DK-4900 Nakskov. Telex: 47542. 
ion Danske Bank A/S, DK-4900 Nakskov. No telex. 
; ING: See “Prelims”. 
Y Vessel can be stored by truck. 
- Trucks can proceed alongside ship. 
- Fork lift can be used. 
Hou Customs documents from supplier to be shown at the Customs 
Se before loading the stores. In case of bonded stores the loading 
Supervised by Customs Officer. 


DENMARK 


SHORE LEAVE: The crew are allowed ashore, but depending of 
nationality not allowed to leave the town without permission. 
IDENTIFICATION CARDS: Seaman's Book is sufficient. 

GENERAL: Provisions to be supplied from a supermarket. If bonded 
stores are required this has to be delivered by a ship Chandler at another 
port — transportation fee then to be paid — usually about DKR 300 — 
depending on distance and order given. 

AUTHORITY: Nakskov Havn, Havnen, DK-4900 Nakskov. 
920313. Contact: Harbour Master. 

AGENT: Casper Andrea's Eftfig, P.O.Box 66, DK-4900 Nakskov, 
Denmark. Tel: 03-923333. Telex: 47545 Andrea Dk. Fax: 03-925900. 
Cables: Andrea Nakskov. 


Tel: 3- 


NYBORG: 55.19 N. 10.49 E. 


DOCUMENTS: 

Health Declaration. 

Customs Declaration. 
PILOTAGE: Required notice ETA 6 hours. Pilot boat VHF Channel 16. 
Belt Pilot Station, Spodsbjerg Tel: (62)-501535, Office Nyborg (62)- 
310089. 
ANCHORAGE: South of Knudshoved Lighthouse. Depth 16 m. (52 ft.). 
Small vessels anchor S.W. of Avernakke Pynt. 
RESTRICTIONS: See “General” before first port. 
MAX. SIZE: Avernakke Pynt Bro (Oilpier) draft 32 ft. length about 600 ft. 
spoons haa draft 24 ft., length about 650 ft. Lindholm draft 23 ft., length 
1,575 ft. 
RADIO: Lyngby Radio. 
VHF: Harbour office of Nyborg, call Channel 16, shift to Channels 12 
or 13 for working. 
Soa ite One tugboat normally stationed in the port. Tugs required notice 

-10 hours. 

CRANES: 4 mobile cranes with capacity up to 32 tons with grab. 
STEVEDORES: Ordered by Agent. 
MEDICAL: Hospital facilities available. 
TANKERS: Discharge at Avernakke. Discharge lines 8 in. and 10 in. 
DENSITY: About 1005. 
FRESH WATER: Supply by pipeline to berths. 
FUEL: All grades available. 
CONSULS: Finland 65-311198, Sweden 65-310106. 

In Odense (near Nyborg); 


France 66-115515 Iceland 66-131809 
Germany 66-141414 Spain 66-136644 
Netherlands 66-119060 U.K. 66-132301 


REPAIRS: Most repairs possible. 

DRY DOCKS: None. 

SURVEYORS: Independent Hull, Machinery, Cargo and P & | 

Surveyors. Contact: Fyn Besigt, Tel. (65) 311200 (day and night). 

GANGWAY/DECK WATCHMEN: Not compulsory. 

OPENING/CLOSING HATCHES: Crew allowed open and close, 

otherwise according Charter Party. 

CUSTOMS ALLOWANCES: See “General” before first port. 

AIRPORT: Nearest airport, Beldringe, Odense. 

TIME: GMT plus 1 hour. 

HOLIDAYS: New Year's Day; Maundy Thursday; Good Friday; Easter 

Monday; Prayer Day, Ascension Day; Whit Monday; Christmas Day; 

Boxing Day. 

“iter E/AMBULANCE/FIRE: Police 65-311448; Ambulance 000; 
ire 000. 

TELEPHONES: Available at Vesterhavn. 

SHIP SUPPLY SERVICE: Supplies/crew changes, etc., for ships 

passing Great Belt. Contact: Thomas Wang A/S. Tel.: (65) 310057. 

Telex: 50304. Fax: (65) 310016. Cables: Wang. 

SHORE LEAVE: No restrictions. 

IDENTIFICATION CARDS: Not required. 

GARBAGE DISPOSAL: Garbage containers available alongside. No 

charges if reasonable quantities. 

WASTE OIL DISPOSAL: Collection by tanker trucks. Operators: 

Kommune Kemi. Tel: 65313001. Fax: 65317182. Charges depend on 

products. 

SEAMAN’S CLUBS: None. 

CURRENCY: Danish Kroner. 

AUTHORITY: Nyborg Havn, Havnepladsen 10, 5800 Nyborg. Tel: (65) 

310587. FAX: (65) 311580. Contact: H. Mortensen, Harbour Master. 


NYKOBING (Falster): 54.46 N. 11.52 E. (See Plan) 
DOCUMENTS: 

Ship's Register. 

Load Line Certificate. 

Derat Certificate. 

Crew List stating quantity of cigarettes, cigars, tobacco, cigarette 

paper, spirits, wine and guns. 

Cargo List. 
PILOTAGE: Pilot ordered through Agents or VHF Channel 16 (Guldborg 
Pilot) and will board at Skellerev or Argus Ground (both outside Guldborg 


Bridge). 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle, 


ANCHORAGE: (Sand) By Skellerev, S.E. of Argus is safe ground. 
RESTRICTIONS: Port only accessible by daylight, max. draft 19 ft. 6 in., 
max. breadth for passing Guldborg Bridge 25 m. Entrance from South 
(Gedser) not recommended, as depth of water in the Southern part of 
Guldborgsund only amounts to 8 ft. Also see “General” before first port. 
RADIO: For vessels coming through the Kiel Canal, Kiel Radio could 
be used, otherwise nearest station Lyngby Radio. 
TUGS: Available on request. 
BRIDGES: Vessels calling Nykobing Falster have to pass Guldborg 
Bridge about 8 miles North of harbour. Bridge, breadth 25 m., opens by 
request after sunrise and half an hour after sunset (from 1st Nov. to 1st 
March from half an hour before sunrise). When requesting passage use 
international flag “N’” on half foremast and give one long and one short 
blast. 
STEVEDORES: Ordered by Agents on receiving vessel's ETA. 
MEDICAL: No advance notice required for medical attention. 
FRESH WATER: Supplied from quay installations. 
FUEL: All grades obtainable — delivered by tank lorry. 
CONSULS: 

Finland 

Germany 

Netherlands 

Norway 

Sweden 
REPAIRS: Small deck and engine repairs possible. 
GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: Carried out by crew. 
CUSTOMS ALLOWANCES: See “General” before first port. 
AIRPORT: Nearest at Copenhagen (2 hours by train). 
TIME: GMT plus 1 hour. 
HOLIDAYS: New Year; Maundy Thursday; Good Friday; Easter 
Monday; Prayer Day; 1st May (Labour Day, half only); Ascension Day; 
Whit Monday; Constitution Day (5th June, half only); Christmas and 
Second Christmas Day. 
POLICE/AMBULANCE/FIRE: Dial 112 and ask for police, ambulance 
or fire service. 
SHORE LEAVE: Crew members may go ashore without any restrictions. 
IDENTIFICATION CARDS: Not necessary. 
GARBAGE DISPOSAL: Solid waste should be put in sacks on the quay 
or in the containers provided. Ship’s sewage system waste can be 
pumped directly into pipeline on quay or into shore tank. Contact Harbour 
Office for details. 
WASTE OIL DISPOSAL: This can be made either using closed drums, 
or in the case of oily water mixture, into tanker trucks. Other waste 
disposal should be arranged through Harbour Office. 
SEAMAN’S CLUBS: None. 
CURRENCY: Danish Kroner. 
AUTHORITY: Nykobing Falster Havn, Havnekontoret, Toldbodgade 29, 
DK-4800 Nykobing Falster, Denmark. Tel: (54) 850563. FAX: (54) 
820564. Contact: B. Rasmussen, Harbour Master. 


NYKOBING (Mors): 56.48 N. 08.52 E. 


PORT LIMITS: A line drawn between Orodde Point in a S.W.'ly direction 
to Refshammer Point defines the seaward limits of the port. 
DOCUMENTS: See “Copenhagen”. 

PILOTAGE: Pilotage is compulsory for vessels more than 200 b.r.t. 
when passing the lesund-bridge, and for vessels with a draft more 
than 2.8 m. when passing Logstor. Vessels arriving from the West (North 
Sea) shall contact Thyboron Pilot 3 hours before arrival Thyboron Canal. 
Vessels arriving from the East (Kattegat) shall contact Hals Barre Pilot 
3 hours before arrival Hals Barre Lighthouse. Both stations listen on 
VHF Channels 16 and 12. When perenne Logstor, the Pilots there will 
take over; also working Channels 16 and 12. 

ANCHORAGES: Anchoring is prohibited in the buoyed channel to 
Nykobing (Mors) Harbour and in the white sector from Glyngoere 
Lighthouse. Good sand holding ground North and East of Orodde Pt. 
RESTRICTIONS: None, tankers can be moved during the hours of 
darkness. 

MAX. SIZE: Vessels up to LOA 105 m., beam 25 m. and 4.3 m. draft 


(SW). 

HEALTH: Danish rules apply. 

pein Blaavand, Skagen or Lyngby Radio are working on VHF, MF 
an 5 

VHF: See “Pilotage” and “Radio”. 

RADAR: None. 

TUGS: Available if necessary. 

BERTHING: General and bulk cargo can be handled at two berths. The 
East Pier is 70 m. long but vessels up to 105 m. LOA can be berthed. 
The South Pier is 57 m. long. Least depth at the inside berth is 4.3 m. 
CRANES: 1 mobile crane 25 tonnes without advance notice and 
1 mobile crane 15 tonnes with short notice. 

BRIDGES: (a) “Sallingsundbroen"” connecting the island of Mors to 
Salling is situated 1 nautical mile S.E. of Nykobing Mors Harbour. 
Max. vertical clearance is 26 m. 

(b) “Oddesundbroen"” connecting Thyholm and Struer is situated 
between Nykobing and Thyboron. 

(c) When coming from Kattegat 2 bridges are to be passed. Firstly 
“Limfjordsbroen” connecting Aalborg and Norresundby, then 
“Aggersundbroen” N.E. of Logstor. 

STEVEDORES: Working hours Monday-Friday 0700 — 1630. 
MEDICAL: Full hospital facilities available without prior notice. 
TANKERS: No facilities — pipeline dismantled. 

DENSITY: 1027. 
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FRESH WATER: Available, rate 2.5 t.p.h. 

FUEL: Available, delivered by trucks. 

CONSULS: None. 

REPAIRS/DRY DOCKS: Soeren Larsen & Soenner Shipyard, 7» 
Nykobing Mors. Tel: 97-721544. Telex: 66698 SLS — DK. Cables: g; 
— Yard. Patent slipway up to 350 t., light ship. All kinds of deck a 
engine repairs. Shipbuilding up to 499 b.r.t. 

SURVEYORS: Lloyd's Agents, P. H. popes Jensen Aps 
Asmusvaenget, DK 8530 Hjortshoej, Aarhus. Tel: 06-196500. Aalto 
Survey Association, 4 Vesteraa, DK 9000, Aalborg. Tel: 08-16602) " 
GANGWAY/DECK WATCHMEN: Not necessary. 

HATCHES: Opening/closing carried out by crew. 

CARGO GEAR: Loading/discharging normally done by shore gear 
REPATRIATION: All facilities exist for crew changes and repatriat. 
AIRPORT: At Thisted (45 km.) and Karup (70 km.). Several depart, 
daily to Copenhagen. 

TIME: GMT plus 1 hour. Summertime from March to September (Gy 
plus 2 hours). 

HOLIDAYS: No cargo work on all Danish local holidays. 
POLICE/FIRE/AMBULANCE: In emergency dial 000. Otherwise Poly 
721800, Ambulance and Fire: Falck 721222. 

TELEPHONES: Available onboard for naval vessels only. 
SERVICES: Compass adjusting. 

SHORE LEAVE: No restrictions. 

IDENTIFICATION CARDS: Not necessary. 

DELAYS: Normally no berthing delays. 

DEVELOPMENTS: None. 

AUTHORITY: Morsoe Kommune, Jernbanevej 7, 7900 Nykobing Mo 
Tel: 97-721488. Contact: B. F. Nielsen, Harbour Master, Havnekontog 
7900 Nykobing Mors. Tel: 97-720049. Fax: 97-722918. 


ODENSE: 55.25 N. 10.23 E. 


DOCUMENTS: 

Ship's Register. 

Load Line Certificate. 

Radio Safety Certificate. 

Safety Equipment Certificate. 

Derat Certificate or Exemption. 

1 Crew List. 

1 Passenger List. 

1 Stowaway List. 

1 Arms and Ammunition List. 

1 Stores List. 

1 Crew Personal Effects List. 

1 Cargo Manifest or Bills of Lading. 

PILOTAGE: Compulsory for merchant vessels as follows: 

1. Vessels of and over 1,500 d.w.t. 

2. Alltankers carrying oil, petrol, LPG or dangerous liquid chemica 

or with uncleaned tanks, which have last carried such cargoes 

3. Vessels of and over 100 d.w.t. which are not equipped with V# 

Odense Pilot boards just North of light-buoy 2A outside of Gabel! 
bad weather the Pilot will board inside of Gabet between light-buoy 
No. 2 and No. 4. 

ETA: Send ETA message to Agent earliest possible and request for Pit 
at least 6 hours in advance. Confirm ETA at the Fairway Buoy 1 hw 
prior to arrival. 

ANCHORAGE: Vessels with a draft of 6.0 m. or more should ancl 
about 3 miles North of Gabet in depths of 10 m. — 14 m. (6 — 8 fathom 
The holding ground is good. Sheltered anchorage obtainable ins® 
Gabet in depths of 4.0 m. — 7.5 m. (2 — 4 fathoms). 
RESTRICTIONS: A 12 mile long entrance channel, maintained 4! 
depth of 7.5 m. (24 ft. 06 in.) MSL over a bottom width of minimum 3° 
and marked by light buoys, spar-buoys, and light-beacons, leads throw 
the shallow Odense Fjord. The lower part consists of a winding, nam 
natural channel and the upper part passes through the 4 mile 
Odense Canal. 

The Lindoe Terminal situated 3 miles from the entrance. Depth’ 
water is 9.2 m. Minimum width of bottom 60 m. 

Maximum speed in Odense Canal is 6 knots. 

Regulations for narrow channels in Danish water are enforced, bf 
in the channel through the fjord and in Odense Canal with the addi 
that any ship of and over 100 d.w.t. intending to transit the chan’ 
should contact the Pilot Station at Gabet from a position 5 miles No" 
of Odense Fiord light and whistle buoy or, if outward bound, 30 minv@ 
before departure. 

Ice: Under normal conditions the port is open all the year round. Du™ 
the period January — March, ice may occur in the fjord, but an ® 
breaking tug and transitting ships will maintain an open ice-channe 
Obstructions: Odense Canal is spanned by overhead power cables 
vertical clearances of minimum 45 m. (147 ft.). 

Tides and Currents: The tidal range is 0.4m. (15 ft.). Gales 
between East and S.W. may lower the water level by up to 1.5 m. (6* 
and those from between West and N.E. may raise it by up to 18 
(6 ft.). 

GAN SIZE: Inner Port: 6,000 d.w.t. Max. draft 7.0 m. fresh we 
max. length 160 m., controlled by swinging basin and draft. P 

draft for vessels over 100 m. in length to be obtained from Agent. 

Lindoe Terminal: Max. draft 8.4 m. 

HEALTH: Pratique granted by Customs Officers who bring Hed 
Declaration for Masters to complete. In event of suspected diseas’ 
fever on board radio details to Agent before arrival. 


(See Play 
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: Lyngby Radio. Also see “Pilotage”. 

. port Authority and tug communicate on Channel 12. Odense Pilot 

‘channels 16 and 12. 
7 ng system compulsory. All ships have to call the Pilot Station 
minutes before entry or departure and comply with instructions from 
ine Pilot Station to ensure safe navigation. 
njGS: Tug is available (600 h.p.). Not compulsory but necessary for 
vessels. Tug normally joins vessels in port. Large vessels at Gabet. 
line. 
SPRTHING: Inner Port: Three harbour basins including 4,200 m. of 
ys with depth of 7.5 m. alongside. Coal quays at Fynsvaerket, depth 
; longside. 
he ise Terminal: 200 m. quay, depth alongside 9.2 m. 

GO HANDLING FACILITIES: All principal wharves are rail served 
wd have road access. There are 34,000 sq.m. of open asphalted 
sorage areas, warehouses of 70,000 sq.m. floor space, cold storage of 
%,000 cu.m. and a tank storage capacity of 67,000 cu.m. Three grain 
action units with capacities of 50 t.p.h. — 120 t.p.h. 
oper Port: The port operates 4 electric cranes of 3.5 tons to 15 tons 
win hooks and 3.5 tons to 6 tons with grabs. The port operates a grain 
eading terminal with a capacity up to 320 cu.m./hr. There is one private 
yap crane and a number of fork-lift trucks up to 16 ton lifting capacity. 
“ Uindoe Terminal: The port operates 2 electric portal cranes of 14 tons 
» 34tons with hooks and 12tons with grabs. 2 warehouses of 
:900 sq.m. each, one for general cargo and one for bulk cargo. 

Fyensvaerket Power Station has 2 continuous unloaders and 
cranes. 
sargo Handling Capacity: 

Bulk cargo 120 t.p.h. — 270 t.p.h. 

General cargo 100 t.p.h. — 230 t.p.h. 
ade and Shipping: Export of agricultural produce, general cargo, 
machinery, meal and flour. 

imports include cereals, coal, feeding stuffs, fertilisers, general cargo, 
yavel, iron, kaolin, LPG, paper reels, petroleum products, salt and 


mber. 

SPECIAL CARGO FACILITIES: Berths available for handling of 
ontainers and Ro/Ro traffic. 1 x 16 ton truck. 

SRIDGES: See “Restrictions” — “Obstructions”. 

STEVEDORES: To be arranged through Agent. 

WEDICAL: Doctors and hospital facilities anytime. Arrange through 


nt. 

'(ANKERS: One berth length 160 m., depth7.5m., also one jetty, 
epth 6 m. 
DENSITY: 1010. 
FRESH WATER: Available by pipeline at all berths. Rate: 10 cu.m./hr. 
-15 cu.m./hr. 
FUEL: All ped available by road transport. 
IRE PRECAUTIONS: In addition to the usual precautions a firefighter 
sposted at the vessel while in the port when the cargo is petrol, 
rosene, etc. 
20NSULS: All European countries represented. 
REPAIRS: Local workshops can undertake various kinds of repairs to 
~ilers, machinery and electrical installations. The shipyard at Lindoe 
as three building docks, of which the largest is suitable for vessels up 
0 500,000 d.w.t. 
RY DOCKS: One 500,000 d.w.t. and two 100,000 d.w.t. dry docks in 
indoe Shipyard. Vessels up to 400 m. x 70m. x 6.5m. draft can be 
accommodated. 
SURVEYORS: N.V. and Lloyd's. 
HATCHES: Normally opened by ship's crew. 
-USTOMS ALLOWANCES: See “General” before first port. 
SEPATRIATION: Can be arranged. 
RPORT: Beldringe Domestic Airport, 9km. to the North, has 
scheduled daily flights to and from Copenhagen International Airport. 
"IME: GMT plus 1 hour. Summertime GMT plus 2 hours. 
4OLIDAYS: New Year's Day; Maundy Thursday; Good Friday; Easter 
a, Prayer Day; Ascension Day; Whit Monday; Christmas Day; 

xing Day. 

Half-holidays: May 1st, June 5th and December 24th. Work can be 


ananged. 
*OLICE/FIRE/AMBULANCE: Dial 000 and ask for service required. 
IELEPHONES: No telephones on board. 
SERVICES: Compass adjustment can be arranged. 
SHORE LEAVE: No restrictions. 
DENTIFICATION CARDS: Not necessary. 
SARBAGE DISPOSAL: Garbage containers available at all piers. 
“ntact Port Authority for service. 
WASTE OIL DISPOSAL: Service available by tanker truck. Contact Port 
ity 24 hours in advance for service. 
SEAMAN’S CLUBS: None. 
SURRENCY: Danish Kroner. 
REGULATIONS: Nothing unusual. 
YS: None. 
AUTHORITY: Odense Port Authority, Londongade 1, DK-5000 Odense 
» Denmark. Tel: 66-120792. FAX: 65-914774. Contact: Finn Vinther, 
“abour Master. Tel: 66-120025. Fax: 65-914774. 


OREHOVED: 54.57 N. 11.51 E. (See Plan) 


PLOTAGE: Pilots may be ordered through Masnedo Pilot on VHF 
yrnel 16 or through the Harbour Authorities. 
VHF SIZE: Max. LOA 150 m., Max. draft 6.5 m. 

‘Harbour Office on Channel 16 during office hours and when vessel 
Tie ed. Working on Channels 13 and 12. 
iene, To be ordered 12 hours in advance. 
Dan NG: Length of quay 165 m. Depth alongside 5.0 m. — 7.0 m. 

in basin 7.0 m. 


DENMARK 


CRANES: 1 x20 ton travelling crane. 
FRESH WATER: Available 


GARBAGE DISPOSAL: Contact Orehoved Shipping and 
Stevedoring ApS. 
WASTE OIL DISPOSAL: Contact Orehoved Shipping and 
Stevedoring ApS. 


CURRENCY: Danish Kroner (DKr.). U.S.$1.00 = Dkr. 6.72 (10.4.94). 

AUTHORITY: Orehoved Shipping and Stevedoring Aps., Orehoved 
Havn, DK-4840 Noerre Alsiev, Denmark. Te/: (53) 84 61 58. After Hours: 
(53) 84 6361, (53) 83 47 42. Telex: 40104. FAX: (53) 846447. 
Cables: Shipohoj. Contact: M. Stang, Harbour Master/General Manager. 


RANDERS: 56.29 N. 10.04 E. (See Plan) 
DOCUMENTS: 
2 Crew Lists. 
2 Lists with statement of each crew member's cigarettes, tobacco and 
Spirits. 


PILOTAGE: Apply for Pilot 6 hours before arrival. VHF Channel 16, one 
hour before. Pilot station, Tel: 06-485024. 

ANCHORAGE: Outside Entrance buoy in 8 m. 

RESTRICTIONS: Only vessels less than 1,000 d.w.t. may enter at night. 
Also see “General” before first port. 

MAX. SIZE: Max. length, 475 ft.; breadth, 57 ft.; draft, 19 ft. 

HEALTH: No special requirements. 

RADIO: Lyngby Radio and Skaw Radio. 

VHF: VHF service from Harbour Office, Channel 16, icebreaking 16. 
TUGS: 900 h.p. tugs available — use ship's lines. 

BERTHING: 80 berths available. Depth alongside 5 m. — 7m. 
STEVEDORES: Ordered by Agents. Working periods: Monday to Friday 
0730 — 1130 hrs., 1200 — 1530 hrs. Saturday no work. 

MEDICAL: Hospital facilities available. 

TANKERS: Molasses only. 

DENSITY: Brackish in port area. No tide. 

FRESH WATER: Shore installations. 

FUEL: All grades. Deliveries by lorry only. 

CONSULS: Norway (86) 42 61 00, Finland (86) 42 77 11, France (86) 
42 35 83, Sweden (86) 43 46 74, Iceland (86) 42 55 55. 
GANGWAY/DECK WATCHMEN: Available but not compulsory. 
OPENING/CLOSING HATCHES: By crew. 

CERTIFICATES: Tonnage Certificate, Derat Certificate, Load Line 
Certificate. 

CUSTOMS ALLOWANCES: See ‘General’ before first port. 
REPATRIATION: Several hotels available. 

REPAIRS: Engine repairs and minor repairs. 

SURVEYORS: Arranged by Agent. 

AIRPORT: Tirstrup Airport 40 km. from Randers, 5 — 7 daily connections 
with Copenhagen. 

TIME: GMT plus 1 hour in Winter. Summertime from March-September. 
HOLIDAYS: ist January (New Year); Maundy Thursday, Good Friday, 
Easter Monday; 1st May from 1200 hrs. (Labour Day); Whit Monday 
from 1200 hrs.; 24th December from 1200 hrs.; 25-26th December 
(Christmas). 

POLICE/AMBULANCE/FIRE: Tel. 112. 

IDENTIFICATION CARDS: Not required. 

GARBAGE DISPOSAL: Available. 

WASTE OIL DISPOSAL: Available. 

CURRENCY: Danish Kroner. 

AUTHORITY: Randers Havn, Kulholmsvej 1, 8900 Randers, Denmark. 


Tel: 86421057, 30817586, 86417100. FAX: 86407181. Contact: 
S.O. Svendsen, Harbour Master. 
RODBY: 54.42 N. 11.24 E. (See Plan) 
DOCUMENTS: 

1 Crew List. 


1 Passenger List. 

1 Stores List. 

1 Manifest or Bill of Lading. 
PILOTAGE: As the harbour is so easily accessible there is no Pilot. 
A person with local knowledge may be engaged by calling ferry 
“Danmark” VHF 16. 
ANCHORAGES: At a distance of 1.5 — 2 miles, bearing S.E. — S.S.E. 
of approaching buoy, depth of water 10 m. 
RESTRICTIONS: See “General” before first port. 
REGULATIONS: Ferries owned by D.S.B. or D.B. (Train ferries) have 
priority using the entrance. 
MAX. SIZE: Largest vessel: Length 80 m. Draft 4.5 m. Depth of water 
in North and West Basin: 5 m. N.E. Storm can give rise of up to 1.5 m. 
S.W. Storm can give fall of 1.2 m. on daily depth. 
HEALTH: No Certificates required. 
RADIO: All messages via “Lyngby Radio” and Port Radio, VHF Channel 
16, working Channels, 8, 10 and 11. 
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TUGS: None. 

BERTHING: Quay length 518 m. equipped with 1 mobile crane 25 tons 

capacity. Two grain silos, loading capacity 60 — 90 t.p.h. 

STEVEDORES: Provided by “LF Shipping” Tel: 03.905522. Telex: 

40022; Shipbroker A. Hovmand, Tel: 03.888011, Telex: 40256; 

Shipbroker H. Kristiansens Eftf, Sakskobing, Tel: 03.894434. 

MEDICAL: 2 hospitals available. 

FRESH WATER: Can be supplied alongside the quay. 

FUEL: Obtainable alongside the quay. 

OPENING/CLOSING HATCHES: By crew or stevedores, ship's option. 

CERTIFICATES: On arrival, ship's register only. 

CUSTOMS ALLOWANCES: See “General” before first port. 

AIRPORT: Maribo Airport, 14 km. 

SHORE LEAVE: After clearing inwards, Crew members are allowed to 
ashore without special permission. 

IDENTIFICATION CARDS: Not required. 

AUTHORITY: Havnekontoret, Ostre Kaj 3, 4970 Rodby. Te/: 54605722. 


Contact: Captain J. H. Roer, Port Captain, Tel: 54605322. 
FAX: 54605722. 
RONNE: 55.06 N. 14.42 E. (See Plan) 


DOCUMENTS: 

1 Crew List. 

1 Passenger List. 

1 Customs Declaration. 

1 Declaration for crew's tobacco, spirits, etc. 

1 Declaration of Health. 

1 Declaration to Police, number of crew, passengers, etc. 
Bill of Lading (or Manifest). 
PILOTAGE: Apply for Pilot via Ronne or Lyngby Radio, advance notice 
not less than 2 hours. Pilot listens continuously on VHF. Call Ronne Pilot 
or Ronne Harbour. Area where Pilot to be taken on board is by Ronne 
Light Buoy, 2 miles S.W. of the harbour; if weather bad pilot boat guides 
the ship inside the breakwater and then Pilot boards. 
ANCHORAGE: No safe anchorages outside the harbour. 
RESTRICTIONS: See “General” before first port. 
MAX. SIZE: Max. length 600 ft. — 650 ft., draft 26 ft. There is no tide. 
HEALTH: No special procedure necessary, but if there is suspected 
disease or fever on board or ship comes from area with fever, etc., call 
for quarantine doctor. If ship's last call was Danish port Pratique 
automatic. 
RADIO: Ronne Radio, call-sign OYE; or Lyngby Radio, call-sign OXZ. 
VHF: Listens on Channel 16. Working Channels 12 and 13. Same in 
tug and Pilot boat. Mainly traffic concerning pilotage and harbour 
operations. 
RADAR: Located at pilot station, mostly look-out aid, but advice on 
entering can be given. 
Atos Normally join the vessel inside breakwater; ship's lines to be 
used. 
BERTHING: 3 berths equipped with hydraulic ramps for Roll-on/Roll-off 
traffic via stern or head only, one of which is suitable for ships up to 
550 ft. length, 70 ft. beam, draft 22 ft. 

1 berth for sand loading 400 — 600 t.p.h., for vessels up to 350 ft. 
length, 21 ft. draft. 

2 berths for macadam loading 400 t.p.h., for vesseis up to 300 ft. 
length, 21 ft. draft. 

3 mobile cranes with capacities up to 60 tons are available for both 
hook and grab operations. 

Also berths for handling coal and grain. 
STEVEDORES: To arrange gangs Monday morning, advices have to 
be given Friday before 1100 hrs. To arrange work other days, notice 
must be given before 1700 hrs. the day before. 
MEDICAL: Hospital facilities are available. It is not necessary to give 
advance notice. 
TANKERS: One berth for coastal tankers, draft up to 22 ft., length up 
to 300 ft. For tankers of 1,500 d.w.t. and upwards, Pilot is compulsory 
when entering and leaving the port. 
DENSITY: 1008. 
FRESH WATER: Available alongside, rate 10 t.p.h— 12 t.p.h. 
FUEL: Light fuel, Redwood 200 sec. Heavy fuel 3500 sec., also 1000 
and 1500 sec. Notice 6 hours ETA. 
CONSULS: The following countries are represented in Ronne: Sweden, 
Finland, France, Netherlands, Norway, Poland and Germany. 
REPAIRS: All kinds of repairs can be carried out. 
SURVEYORS: Available from Copenhagen. The Harbour Master has 
from time to time been appointed by insurance companies and surveyors 
to carry out hull and cargo surveys. 
DRY DOCKS: Only small ships up to 350 tons. 
GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: Carried out by crew. 
CERTIFICATES: Nationality Certificate, Derat Certificate, Load Line 
Certificate, Radio Certificate. (Safety Certificate for passenger ships 


only). 

CUSTOMS ALLOWANCES: see “General” before first port. 
REPATRIATION: Possible. 

AIRPORT: 3 miles, served 3 — 5 times per day by SAS to Copenhagen. 
TIME: GMT plus 1 hour. Summertime GMT plus 2 hours from last 
Sunday in March to last Sunday in September. 

HOLIDAYS: New Year's Day; Easter, 3 days: Thursday, Friday, Easter 
Day (Monday); May 1st; Whit Monday; June 5th; Christmas Eve; 
Christmas Day; 2nd Christmas Day. Cargo work only possible for 
foodstuff, etc. 
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POLICE/AMBULANCE/FIRE: In emergency cases dial 112 or cy, 

Ronne Radio. , 
In ordinary cases: Police 56951448. Ambulance 56951808 

56951247. 

EMERGENCY CO-ORDINATION CENTRE: Emergency operation 

Danish waters are co-ordinated by the Royal Danish Navy. E 

operations in the area around Bornholm are co-ordinated and 

by the Royal Danish Navy Surface Rescue Centre. Tel: 5695201; 

telex number is available, but on request by telephone the rescue os, 

can answer by telex. 

SERVICES: Supply of charts, nautical publications, sounding pape, » 

Radio and Radar repairs carried out. Compass adjustment is carrigg, 

by means of transportable Gyro compass. 

BANKS: No American or European banks in this area, most Day 

banks have connections with the major international banks. 

Den Danske Bank. Tel: 56952211. Fax: 56954211. 

Bikuben, Ronne. Tel: 56950061. Fax: 56950570. Connected to) 
Danske Provinsbank, Copenhagen, American Express Internati, 
Banking Corp., London and Midland Bank Ltd., London. 

Unibank. Tel: 56951420. Fax: 56957381. 

STORING: See “Prelims”. 

1. Vessels can be stored both by truck and by barge, but as all loa 
and discharging is taking place alongside piers, barges are never ws 
for storing ships. Furthermore, no special barges are available for» 
purpose. 

2. There are no special regulations concerning the storing of she 

3. Trucks can proceed alongside ships on all piers except on Pig: 
(oil pier), where the truck must remain about 80 yards from the shp 

4. Likewise fork lifts can be used on all piers except Pier 12. 

5. Customs regulations regarding bonded stores only. 

6. Normally only the ship's crew employed. 

SHIP SUPPLY SERVICE: None. Pilot boat is normally used} 
transferring stores, crew and sick personnel. Ships are normally sen 
in the roadstead outside the harbour. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not needed. 

DELAYS: None. 

GARBAGE DISPOSAL: Contact Harbour Office. 

WASTE OIL DISPOSAL: Contact Harbour Office. Tanker tu 
available. 

SEAMAN’S CLUBS: None. 

CURRENCY: Danish Kroner. 

AUTHORITY: Ronne’' Havnevaesen, Havnekontoret, Muy 
Petersensvej 2, 3700 Ronne, Denmark. Te/: 56950678. FAX: 5695063 
Contact: Hans Kumler, Harbour Master. Niels Lundberg, Assist 
Harbour Master. 

Harbour Board (Municipal): Ronne Kommunes_ Havneudve 
Landemaerket 26, 3700 Ronne, Denmark. 


SKAELSKOR: 55.15 N. 11.18 E. (See Pie 


Admiralty Charts 2597 and 2118 cover the approaches to and the pi 
of Skaelskor. Depth at the entrance to port is 4.5 m. 
DOCUMENTS: See “Copenhagen”. 

PILOTAGE: Not compulsory. Pilot to be ordered via Agents ¥ 
minimum 6 hrs. notice. Pilot vessel is equipped with VHF; Channels’ 
12, 10 and 6. 

ANCHORAGES: Available outside Skaelskor Fjord. 
RESTRICTIONS: Entering the port at night is permitted only by vess 
equipped with a searchlight. 

MAX. SIZE: Max. draft 4.2 m., max. length 60 m., max. beam 10m 
HEALTH: Usual Danish regulations apply. 

RADIO: Lyngby Radio. 

VHF: See “Pilotage”. 

TUGS: None. 

BERTHING: Outer harbour: Depth 4.5 m., 200 m. quayage. 
Harbour: Depth 3.8 m., 120 m. quayage. 

CRANES: 1 mobile crane with 7 tons lifting capacity. 

BULK CARGO FACILITIES: 1 belt conveyor available for loading 9* 
MEDICAL: Facilities available. 

TANKERS: No dirty ballast facilities available. 

DENSITY: Varies from 1007 to 1023. 

FRESH WATER: Available. 

FUEL: Available. 

REPAIRS: Can be undertaken. 

DRY DOCKS: None. 

SURVEYORS: Available. 

REPATRIATION: Can be arranged. 

AIRPORT: Nearest at yh be 

TIME: GMT plus 1 hour; Summertime (March — September) GMT 
2 hours. 

TELEPHONES: No facilities for placing telephones on board ves* 
exist. 

GARBAGE DISPOSAL: Available. 

WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS: None. 

CURRENCY: Danish Kroner. 

AUTHORITY: Skaelskor Havnekontoret, Naestvedvej 15, OK4# 
Skaelskor. Tel: (53) 590100. FAX: (53) 590357. Contact: F. Christe® 
AGENT: Aage C. Frederiksen I/S, P.O.Box 4, DK. 4230 Skaes 
Tel: 453 594002. Cables: “Shipbroker’. Telex: 40222 (ACF 
Fax: 453-590544. 


sKAERBAEK: 55.31 N. 09.37 E. (See Plan) 
MENTS: 
a Register. 
oad Line Certificate. 

aadio Safety Certificate. 

safety Equipment Certificate. 

Derat Certificate or Exemption. 

+ Crew List. 

Stores List. 

Crew Personal Effects List. 

Manifest or Bills of Lading. 
piLOTAGE: Not compulsory. Pilot joins at mouth of Kolding Fjord. Can 
ne contacted by VHF Channel 16. 

. ships usually take Pilot by Skaw L/V. Pilots to be ordered by 
eTAtelegrams to Skawpilot Skagen, at least 12 hours in advance. 
sxawpilot listening on VHF Channel 16. 

ANCHORAGE: Off Skaerbaek in depths of 39 ft. 

A dredged channel, 200 m. long, 49 m. (160 ft.) wide and 7.0 m. 
3 ft.) deep leads to the Coal Harbour. Another channel, 500 m. long, 
a0 m. (262 ft.) wide and 11.9 m. (39 ft.) deep leads to the Oil Berth. 
RESTRICTIONS: See “Tankers” and “General” before first port. 

WAX. SIZE: LOA 250 m. Max. draft 38 ft. 

RADIO: Lyngby Radio. 

TUGS: Tugs of 1,400 h.p. — 4,500 h.p. available at short notice. 
JERTHING: Power Station Wharf: 253 m. length; depth 7.0 m. 

Ol Jetty: Depth 39 ft. 

CRANES: 212 ton coal cranes. 

BRIDGES: 2 road bridges span the North Lillebaelt. Vertical clearance 

m. (108 ft.). 

SEVEDORES: Working hours: Monday to Friday 0700 — 1530 hrs. 
MEDICAL: Medical attention available, nearest hospitals at Kolding and 
Fredericia. 

TANKERS: One berth, depth 39 ft. (11.9 m.). Max. length between 
cow/stern and manifold 127m. (417 ft.). 3x12in. discharge arms, 
rate 4,000 t.p.h. 

DENSITY: 1017 (approx.). 

CONSULS: Nearest at Kolding. Distance 15 km. 

REPAIRS: Local machine shops can manage small repair jobs. 

DRY DOCKS: None. 

FRESH WATER: Obtainable from quay. 

FUEL: Available by barge from Fredericia. 

REPATRIATION: Possible. 

CUSTOMS ALLOWANCES: See “General” before first port. 

AIRPORT: Billund or Odense, both approximately 50 km. distant, and 
with daily flights to Copenhagen. 

TIME: GMT plus 1 hour. 

HOLIDAYS: New Year's Day; Maundy Thursday; Good Friday; Easter 
Monday; Prayer Day; Ascension Day; Whit Monday; Christmas Day; 
Boxing Day. Half holidays: May 1st, June 5th and December 24th. 
AIRPORT: Billund Airport, 40 km. distant. 

AUTHORITY: |/S Sydostjydske Faellescentral Skaerbaekvaerket, DK- 
7000 Fredericia, Denmark. Tel: 75562466 or 75924805. Telex: 51116. 
Cables: Mortensen Fredericia. FAX: 75924272. 


SKAGEN: 57.43 N. 10.36 E. (See Plan) 


DOCUMENTS: Crew List, Tobacco List, Stores List, Derat Certificate, 
Health, Habs Nationality and Cargo documents. 
APPROACHES: The entrance between the outer moleheads is 75 m. 
wide and facing S.E. Approaching vessels should — when 400 m. from 
he entrance — keep the leading lights in line bearing 334°. Entering 
vessels have right of way over departing vessels. Maximum speed inside 
he outer harbour is 3 knots. 
‘des and Current: Tidal range 0.3 m. Gale from W. may raise the sea 
*vel by 1.4 m. and from E. lower it by 0.9 m. Winds from S.S.W. — W. 
cause N.E. going current and those from N. — E. — S.E. cause S.W. 
LS current. The prevailing current runs N.E., up to 2 knots. 
LOTAGE: Local Harbour Pilot available on request to the Harbour 
Otice. Sea Pilot may take vessels to all harbours on the East coast of 
sawn, to the Sound, and through the Great Belt to the Baltic Sea. 
8: 98445566 or VHF Channel 16. 
WCHORAGES: Off the harbour entrance. 
. on SIZE: Largest vessels which can enter Skagen Harbour: Length 
’ tgs beam 18 m., draft 6.7 m. 
His Day and night watch on Channel 16 by Port Captain's Office. 
TDHING: The harbour consists of 6 basins. Depths: Outer Harbour 
i m.; East Basins | & 11 6.5 m. — 7.0 m.; Auction Basin 5.0 m. — 7.0 m.; 
7 Basin 5.0 m.; West Basin 5.0 m.; Pound Net Basin 3.5 m. 
aoe WATER: Available. 
on Available by barge. 

Y DOCKS: Yards with slips for vessels up to 50 m. length and 
oA ‘onnes displacement. 

MBAGE DISPOSAL: For service call 98-441346. No charge for 


Ice. 
pels hegs DISPOSAL: Trucks of 3,000 Itr. available. Call 98-441346 
Service 


SAMAN'S CLUBS: None. 

GENEENCY: Danish Kroner (DKr.). 

AuTHRak: Imports: Oil. Exports: Fishmeal and other fish products. 
Ha RITY: Skagen Havn, Havnekontoret, P.O.Box 140, 
rage gsvel 30, DK-9990 Skagen, Denmark. Tel: No. 98-441060, 98- 
Nestor 98-441346. FAX: 98-450338. Contact: B.Christensen, Harbour 


DENMARK 
SONDERBORG: 54.55 N. 09.47 E. (See Plan) 
DOCUMENTS: 
Ship's Register. 
Crew List. 


Radio Safety Certificate. 

Load Line Certificate. 

Safety Equipment Certificate. 

Customs Declaration. 

PILOTAGE: Vessels exceeding 6.5 m. in draft or 4,000 gross tonnage 
use Northern entrance where Pilot boards vessels North of Snogbaek 
Hage, or further North if required. 

Vessels coming from South, Pilot boards off the Middelgrund. 
RESTRICTIONS: No restrictions on night entry. No tide. Current mostly 
North-going with a maximum speed of 3 knots. N.E. to Easterly winds 
raise water level up to 1 m. West to North-Westerly winds lower the 
water level by the same amount. 

MAX. SIZE: From South passing through the harbour bridge, 4,000 
g.r.t., draft 6.5 m. 

From North 30,000 g.r.t., draft 9.5 m., air draft 33 m., LOA 200 m. 
VHF: Radio on pilot station, Channel 16, 12 and 13. For Pilot and 
Harbour Master tel: 74-422765. 

TUGS: Small harbour tug available; larger tugs available at 6 hours’ 
notice. 

BERTHING: South Harbour: Mainly used by passenger vessels and 
fishing boats. Concrete quay about 500 m. long, max. depth alongside 
8.0 m. 

North Harbour: Concrete quay about 800 m. long, depth alongside 
7.5 m. Plywood factory, dolphin moorings with depth of 9.0 m. 

Mooring facilities at heavy dolphins over 650 m., 25 m. from shore 

and along paved road, water depth 9.0 m. Generally used for laying up. 
CARGO GEAR: Discharging and loading by ship’s own gear or by 
mobile cranes of which the harbour have three, with a max. lifting 
capacity of 30 tons (60 ton crane). 
BRIDGES: King Chr. X’s Bridge divides Sonderborg port into South 
Harbour and North Harbour. The bridge is a double wing bascule bridge 
with an opening width of 30 m. For passage call “Sonderborg Bridge” 
on VHF Channel 16 regarding opening times. 

North of the harbour, the Alssundbridge crosses the sound. The bridge 
has a horizontal clearance of 150 m., and a vertical clearance of 33 m. 
MEDICAL: Full hospital facilities available without prior notice. 
FRESH WATER: Supplied by pipeline to berths. 

FUEL: Available day and night. 

CONSULS: Finland, Netherlands and Norway. 

REPAIRS: Routine maintenance and smaller engine repairs can be 
carried out. 

AIRPORT: In Sonderborg, with regular flights to Copenhagen. 

TIME: GMT plus 1 hour. 

STORING: Vessel may be stored by truck or barge. Trucks may proceed 
Fpl a fork lift trucks and riggers may be used. 
AUTHORITY: Sonderborg WHavnekontor, Norrebro 1, 6400 — 
Sonderborg, Denmark. Tel: 74-422765. FAX: 74-433019. Contact: Lass 
Andersen, Harbour Master and Pilot. 


STEGE: 54.59 N. 12.17 E. (See Plan) 


penteaa Ye ai Stege is situated in a sheltered bay on the N.W. coast of 
loen. 
DOCUMENTS: 

Ship's Register. 

Load Line Certificate. 

Safety Radio Certificate. 

Safety Equipment Certificate. 

Safety Construction Certificate. 

Derat Certificate or Exemption. 

Bill of Lading (if cargo). 

Crew List. 

Customs need a Tobacco and Spirit List, showing the vessel's and 
the crew's supply on arrival. Customs clearance effected at Naestved. 
APPROACHES: From the West, Stege is approached via Masnedsund. 
From the Baltic via Bogestrom Channel (2.1 m. depth). There is an 
entrance channel, 5 miles long and dredged to 4.1 m., leading to the 


port. 
PILOTAGE: Local Pilots from Masnedoe, meet the vessel off the 
entrance channel. Sea Pilots can be taken from Spodsbjerg, Korsor or 
Gronsund. 
ANCHORAGES: In Ulvsund, off the entrance channel. 
RESTRICTIONS: Daylight navigation only. During winter, harbour may 
close due to ice. 
MAX. SIZE: LOA 80 m. and 3.8 m. draft. Tidal range 0.3m. 
VHF: Pilots can be contacted by VHF. 
BERTHING: 800 m. of quayage in a series of basins. 
Depths: (i) N. Harbour 3.7 m. — 4.2 m. 

(ii) Outer Harbour up to 4.3 m. 

(iii) Sugar Factory Harbour 4.0 m. 

(iv) Inner Harbour 3.7 m. 
CRANES: 1 x 5.0 ton stationary crane at the Outer Harbour. 
BRIDGES: Storstromsbroen has a vertical clearance of 26 m. A new 
bridge has been constructed across the Storstrom with a vertical 
clearance of 21 m. Power lines with 36 m. vertical clearance lie to the 
West of Masnedoevaerket. To the East of Masnedoevaerket, there is a 
bascule bridge with 25 m. horizontal clearance. Dronning Alexandrines 
Bridge has a vertical clearance of 26 m. across Ulvsund. 
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STEVEDORES: Working hours: 0700 — 1600. 

MEDICAL: Local hospital available. 

FRESH WATER: Available. 

FUEL: Available. 

REPAIRS: Machine shop available. 

DRY DOCKS: None. 1 slip for vessels up to 150 tons. 

AIRPORT: Copenhagen, 110 km. distant. 

AUTHORITY: Stege Havn, Langelinie 1, DK-4780 Stege, Denmark. 
Tel: 55-815525. Contact: Harbour Master. 


AGENT: Ole H. Jorgensen, Box 7, DK-4780, Stege. Tel: 55-814018. 
Telex: 40301 (Ohjstg Dk). 


STIGNAESVAERKETS: 55.12 N. 11.15 E. 


DOCUMENTS: 

3 Crew Lists. 

2 Crew Declarations. 

2 Ship's Stores Lists. 

Usual Ship's Documents. 
PILOTAGE: Vessels to apply for a Pilot through their Agent. ETA to be 
given 48, 24 and 12 hours prior to arrival. 

Pilot boat equipped with VHF Channels 16, 13 and 12. It is painted 
orange on hull and wheelhouse and is stationed at Agersoe. 

For vessels coming from the North, Pilots board at Korsoer. For 
vessels coming from the South, Pilots board at Egholm Flak. 
ANCHORAGES: Korsoer Roads, depth 20 m., bottom sand, good 
holding ground. With area of about 2 nautical square miles. 

Gulfhavn Roads, depth 30 m., bottom clay, good holding ground. 
Area — 1.5 nautical miles long and 0.5 nautical miles wide. 
RESTRICTIONS: None. 


(See Plan) 


MAX. SIZE: Coal Berth: Length 300 m. Max. beam 43 m. Max. draft 17 m. 


Oil Pier: Draft 15 m. 

Ash Berth: Max. draft 7.5 m. 

Discharge Berth: Max. draft 8.5 m. 
HEALTH: Usual regulations. 
RADIO: Skagen Radio or Lyngby Radio. 
VHF: Stigsnaesvaerkets Havn, Channels 16, 14 and 12. 
RADAR: None. 
TUGS: No tugs stationed at Stigsnaes, ship's lines to be used. Minimum 
of 12 hours to arrange tugs. 
BERTHING: Coal Berth: Length 300 m., depth 18 m., max. draft 17 m. 
— discharging by shore equipment. 

Oil Pier: Length no restrictions, depth 16 m., max. draft 15 m., 
discharge by shore equipment. 

Ash Berth: Depth 8.0 m. 

Discharge Berth: Length 135 m., max. beam 16.5 m., max. draft 8.5 m. 
Discharge rate 2,000 t.p.h. 
CRANES: 220 tonne cranes at coal berth, travel 245 m., height from 
water 22 m. Outlay 31.5 m. Designed average discharging about 
850 tonnes/p.h. 
BULK CARGO FACILITIES: See “Berthing” and “Cranes”. 
SPECIALISED CARGO/HANDLING FACILITIES: None. 
BRIDGES: None. 
STEVEDORES: None. 
a If not urgent, no notice required. Doctor, dentist and hospital 
available. 
TANKERS: 1 Berth, depth 16 m., max. draft 15 m. Average discharge 
60,000 tonnes/24 hour. 

1x12 in. and 2x16 in. booms. The 12 in. boom can hydraulically 
connect to 8 in., 10 in. and 12 in. flanges, all standards. The 16 in. boom 
can hydraulically connect 12 in., 14 in. and 16 in. flanges, all standards. 
DENSITY: 1007 — 1023. 
FRESH WATER: By hose, 15 tonnes/p.h. 10 dkr/tonne. 
FUEL: Not available. 
FIRE PRECAUTIONS: No special precautions. 
CONSULS: Norwegian and Finnish Consuls nearby, others in 
Copenhagen (120 km.). 
REPAIRS: Small repairs can be carried out. 
DRY DOCK: None. 
SURVEYORS: 1. Caleb Brett and S.G.S. have local representatives. 

2. Lloyd’s Register, American Bureau and Bureau Veritas must be 
requested from shegee (120 km.). 
GANGWAY/DECK WATCHMAN: None. 
OPENING/CLOSING HATCHES: By crew. 
CUSTOMS ALLOWANCES: 1 bottle of spirits, 1 bottle of wine, 200 gm. 
tobacco or 200 cigarettes. 
CARGO GEAR: Coal Berth, Oil Pier and Ash Berth, all by shore gear. 
REPATRIATION: Possible. 
AIRPORT: Distance to Copenhagen airport 120 km. Served regularly 
by all international airlines. 
TIME: GMT plus 1 hour. Summertime (from end March to end 
September) GMT plus 2 hours. 
HOLIDAYS: Depending on situation. 
POLICE/AMBULANCE/FIRE: Tel: 000. 
EMERGENCY CO-ORDINATION CENTRE: None. 
TELEPHONES: None. 
SERVICES: Most services can be ordered through Agent. 
BANKS: Skaelskoer Bank a/s. Tel: (03) 596070. Telex: 40139. 
STORING: See “Prelims”. 
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By truck. 

2. Yes. 

3. Yes. 

4. Yes. 

5. None. 

6. Yes. 
SHIP SUPPLY SERVICE: See “Kalundborg”. 
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SHORE LEAVE: Crew can always leave vessel and go ashore. 
IDENTIFICATION CARDS: Seaman's Book sufficient. 
REGULATIONS: None. 

DELAYS: None. 

AUTHORITY: S.K.Energi, Sjaellandske Kraftvaerker, Stigsnaesvag), 


DK-4230 Skaelskoer. Te/: (53) 596011. FAX: (53) 595g 
Contact: Leif Madsen. 
STUDSTRUP: 56.15 N. 10.21 E. (See Pla 


LOCATION: The harbour is located in Aarhus Bay in Kalo Inlet. 

The harbour of Studstrupvaerket is a private harbour owned by) 
Midtkraft, Aarhus, and is run by Studstrupvaerket. 
APPROACHES: 

Leading Marks: On the harbour territory: 2 red fixed lights on beam 
304° 45’ 40” (7). lead into the harbour. 

Rear Light: On boilerhouse: Red triangle with down-turned apex. 
Front Light: On the berth: Trellis mast with triangle with upturned a» 
PILOTAGE: Pilot assistance is imperative for navigation through » 
prohibited zone on entering Kalo Vig (inlet). 

Pilot station: State pilot station, Udbyhoj. Tel: 86 48 50 24. 
ANCHORAGE: Ships can anchor in the inlet outside the channel. 
RESTRICTIONS: The harbour is not accessible without speq 
permission from the works management, and it must only be used) 
purposes concerning operation of the power stations under I/S Midtwz 
and, for the delivery and shipping of fuel to or from the power statin 
of the companies within Elsam, co-operating with I/S Midtkraft. 

The harbour is navigable day and night. The anchor can be used: 
arrival as well as on departure. 

Depth of Water: On entering: 11.3 m. (37 ft.). At the Eastern 405 m; 
(os ae 11.3 m. (37 ft.). At the innermost 90 m. of the quay: 7.7: 
Water Level: The difference between MHW and MLW is 0.15 m. 

Western and Northwestern wind may give HW up to 1.25 m. 

Eastern and Southeastern wind may give LW up to 0.9 m. 
MAX. SIZE: Largest Vessels: Coal: LOA 245 m., beam 33 m. and dz 
36 ft. Tankers: LOA 245 m., beam 33 m. and draft 33 ft. 

TUGS: Tugs not available locally. An agreement on tug assistance te 
been made with Svitzer to whom applications can be made. Ca 
address: Svitzersalvage. Tel: 33-155195. Telex: 15983. 

Tug assistance is normally not required for vessels up to 16,000 d¥ 
capacity. 

The harbour supplies a mooring boat for assistance on entering. 
BERTHING: Length of quay 495 m. Depth alongside 7.7 m. — 11.35 
CRANES: Discharging of Coal: 3 travelling cranes with a capacity! 
12 tons. 

MEDICAL: First-Aid Station: Falck, Hornslet. 

Nearest Hospital: Aarhus K/H (Municipal Hospital). 

Nearest Doctor: Laegehuset, Skoodstrup. 
TANKERS: 1x12 in. discharge line for oil. Capacity 1,500 tp 
(approx.). — ; { ; , 

Connections available for 8 in., 10 in. and 12 in. hoses. 
FRESH WATER: Available. Rate 14 cu.m.p.h. 
FUEL: The port has no stock of bunker oil. If ordered through a brow 
bunker oil may be loaded from a tank truck alongside the quay. 
REPAIRS: No facilities, however, assistance can be ordered from 
repair shop of the power station. 
TELEPHONES: See ‘General’. 
IDENTIFICATION CARDS: For passing through the main gate a hart 
pass is required. 

Blank harbour passes for filling in by the ship's personel will be hant 
over by plant representative upon arrival. 

GARBAGE DISPOSAL: Service available. 

WASTE OIL DISPOSAL: Service available. 

SEAMAN’S CLUBS: None. 

GENERAL: Clearance: Nearest Custom House at Aarhus. 
Supplies: The nearest towns are Skoodstrup (3 km.) and Logten (4 
Telephone: Telephone calls can be made from the main gate. Pay™™ 
will be collected by the gatekeeper. 

The telephone on quay is for plant purposes and emergency @ 
only. 

Special Regulations: Traffic to and from the port takes place thro# 
the gate of the main driveway of the plant by using the direct route 
the quay. 

Traffic is not permitted to stay or drive in the port. 

Instructions from the gatekeeper or from factory employees must? 
obeyed. 

Relatives of ship's crew are permitted to visit the ship provided 
the above regulations are observed. 

Dealing in commodities of any kind is prohibited in the area 0° 
power station. ; 
Safety Precautions: The port has no special personnel or equipmet! 
fire fighting or life-saving. There is, however, a plant protection unit # 
handle limited fire fighting and life-saving equipment. There # 
number of men trained in first-aid. 

In Case of Fire or Accidents: Use the quay telephone. Dial extens? 
52 (Control Room of the station) and make your report. The Cot 
Room is the alarm centre of the station, and can send for fire fig™ 
assistance, ambulances, and medical attention along with first-a 
AUTHORITY: \/S Midtkraft — Studstrupvaerket, DK-8541 Sk 
Denmark. Tel: 86-991700. FAX: 86-993720. Contact: 
Plovmand. 


svENDBORG: 55.03 N. 10.38 E. (See Plan) 


MENTS: 

— Crew List. 

1 copy Passenger List. 

| copy Stowaway List. f 

+ copy Crew Personal Effects List. 

+ copy Stores List. a 

+ copy Arms and Ammunition List. 

all vessel's certificates and documents. ' ee 
pILOTAGE: Telegraphic address, “Belt Pilot, Rudkoebing”. For 
contacting pilot boat on VHF, use Channel 16. International signals for 
diot. In Eastern entrance Pilot boards at Thuro Rev. In Western entrance 
pilot boards at Lehnskov, or if ordered at, Skrams Flak. 
ANCHORAGES: At Lunkebugt (Eastern entrance) and by Lehnskov 
Western entrance). . 
RESTRICTIONS: See “General” before first port. 
MAX. SIZE: Max. LOA 180 m. Max. draft for passage through the Sound 

ft. 4 in. 

SeALTH: Pratique granted on arrival by Customs Officers. 
RADIO: All Danish coast stations can be used. (See “Horsens”.) 
TUGS: Normally tugs stationed in Svendborg, ships wanting tugs order 


rough Agent before arrival. 
oN. The total length of quays is about 1,900 m., and depth 
alongside ranges from 4.3 m. to 7.5 m. 

There are 3 cruise ship berths with lengths 250 m., 110 m. and 100 m. 
Max. draft 6.8 m. : 
BRIDGES: 1 mile West of harbour a bridge crosses the sound. Free 
height 33 m. 

EDORES: Ordered by Agent. 

MEDICAL: Doctors and hospital service always available. 
DENSITY: Approx. 1016. 
FRESH WATER: Available at all piers. 20 t.p.h. 
FUEL: No bunker lines. Diesel can be delivered by tank lorries. 
CONSULS: Vice-Consulates: Norway, Tel: 62213117; Sweden, 
Tel: 62211410; Finland, Tel: 62212221; Germany, Tel: 62211515; 
iceland, Tel: 62131800. 
REPAIRS: All repairs to deck and machinery carried out by shipyard. 
DRY DOCKS: rs docks for ships up to 10,000 tons weight. 
GANGWAY/DECK WATCHMEN: Available, but not compulsory. 
OPENING/CLOSING HATCHES: Normally carried out by crew. 
CUSTOMS ALLOWANCES: See “General” before first port. 
REPATRIATION: Facilities exist. 
AIRPORT: Beldringe Airport (domestic flights), 50 km. by road. 
TIME: GMT plus 1 hour. 
HOLIDAYS: New Year's Day; the day before Good Friday; Good Friday; 
Easter Monday; May 1st; Ascension Day; May 5th; Prayer Day; Whit 
Monday; June 5th; 25th and 26th of December. 
FIREAAMBULANCE/POLICE: Call 000. 
TELEPHONE: No telephone for ships. 
SERVICES: Compass adjusting. 
SHORE LEAVE: No restrictions concerning shore leave for crew. Dogs 
not allowed to go ashore. 
IDENTIFICATION CARDS: Not needed. 
aged DISPOSAL: All garbage is collected from the wharf without 
charge. 
WASTE OIL DISPOSAL: Waste oil is collected from the wharf without 
charge, capacity 3 tons to 20 tons, 24 hours notice required. For service 
telephone Harbour Office 62210657. 
SEAMAN’S CLUBS: There is no Seaman's Club, but football matches 
can be arranged. 
CURRENCY: Danish Kroner. 
AUTHORITY: Port Authority of Svendborg, Jessens Mole 9, 5700 
Svendborg, Denmark. Tel: 62210657. FAX: 62220679. Contact: Kurt 
Hansen, Harbour Master. 


TUBORG HAVN: 55.44 N. 12.35 E. 


DOCUMENTS: Same as Copenhagen. 
PILOTAGE: Not compulsory except for tankers ters with petrol. For 
Pilot call Copenhagen Pilot (see Pilot Information for Copenhagen). 
ANCHORAGES: See “Copenhagen”. 
- SIZE: Max. draft 6.0 m., 4,000 d.w.t. 
REALTH: See “Copenhagen”. 
ADIO: Lyngby Radio: OXZ. VHF Channel 16 to all installations. ETA 
tables to Agents and receivers preferably by Lyngby Radio. 
c S: Can be obtained from Copenhagen. 
tere Mobile cranes up to 110 tons can be obtained from 
en. 
SPECIALISED CARGO-HANDLING FACILITIES: Shore ramp for 
en traffic. Modern container-handling equipment available. 
FRE ICAL: No advance notice necessary. Hospitals available. 
FUE WATER: From water boat. 
CONS All grades available by lighter. 10 hours notice preferred. 
REP RUES: See “Copenhagen”. 
GAN IRS: All forms of deck and engine repairs can be effected. 
4 ATOM AY DECK WATCHMEN: Not necessary. 
cusTHes: Opening and closing carried out by ship's crew. 
wirs MS ALLOWANCES: 200 cigarettes. 1 bottle wine, 1 bottle 


AMATRIATION: See “Copenhagen”. 

: RT: Copenhagen airport 14 miles (23 km.) from Tuborg port. 
Tes eons to all parts of the world. 

‘GMT plus 1 hour. Summertime is kept. 


(See Plan) 


DENMARK 


HOLIDAYS: See “Copenhagen”. 

POLICE/AMBULANCE/FIRE: Dial 000. 

TELEPHONES: Not available on board. 

SERVICES: Services available for compass adjusting, radio and radar 
repairs. 

SHORE LEAVE: No restrictions. 

AUTHORITY: Tuborg Harbour, Tuborg Havnevej 11, DK-2900 Hellerup, 
Denmark. Tel: (1) 29 59 25. Telex: 16347 Tuborg DK. Cables: Tuborg 
Copenhagen. Contact: K.Guldberg Mikkelsen, Harbour Master — 
Tuborg Havn. 


VEJLE: 55.42 N. 09.33 E. 


DOCUMENTS: Required on arrival: 
2 Crew Lists. 
2 Passenger Lists. 
1 Tobacco List. 


(See Plan) 


1 National Reg. Certificate. 
1 Load Line Certificate. 
1 Tonnage Certificate. 
1 Manifest. 
1 Bill of Lading. 
1 Derat Certificate. 
1 Radio Safety Certificate. 
1 Clearance inward and outward. 
1 Safety Certificate. 
PILOTAGE: Pilot station now at Juelsminde, radio Pilot Vejle VHF 
Channel 16 —3 hours notice of ETA. The Pilot will embark and disembark 
at Rosenvold Hage on the N-side of the fjord. 
ANCHORAGES: (1) At Rosenvold Hage, (2) at Traeskohage. 
RESTRICTIONS: See “General” before first port. 
MAX. SIZE: Max. length 550 ft., max. draft 22 ft. 4 in. 
HEALTH: Pratique procedure is carried out by Customs dept. 
RADIO: Lyngby Radio, OXZ, Blaavand Radio OXB. 
TUGS: Available inside port, ship's lines. 
BERTHING: 18 berths. Total quayside in excess of 1,600 m. Depth 
5.0 m. — 7.0 m. 
Facilities include grain silos and a grain elevator, oil storage, 5 quay 
cranes and 1x35 ton mobile crane. 
BRIDGES: A highway-bridge has been built over the fjord over the 
entrance-channel about 1 mile outside the harbour entrance. 
Max. height over the channel is 40 m. 
STEVEDORES: Available. 0700 hrs. start must be informed 24 hours 
in advance. 
MEDICAL: Hospital facilities available day and night with doctors 
available 24 hours per day. 
TANKERS: 2 tanker berths, max. draft 23 ft. No slop tank available. 
Diameter of discharge lines 8 in. and 6 in. 
DENSITY: Average density 1020. 
FRESH WATER: Delivered from lines on piers. Rate 14 t.p.h. Cost 
16.00 Kr./ton. 
FUEL: All grades available. No advance notice required. 
CONSULS: Vice-Consuls: Greece, 821929; Norway, 829122; Spain, 
820233; Germany, 820011. 
REPAIRS: Deck and engine repairs can be undertaken. 
DRY DOCKS: None. 
GANGWAY/DECK WATCHMEN: Not required. 
OPENING/CLOSING HATCHES: Carried out by crew. 
CUSTOMS ALLOWANCES: See “General” before first port. 
REPATRIATION: No facilities. 
AIRPORT: Billund 32 km. 
TIME: GMT plus 1 hour. 
HOLIDAYS: New Year's Day; Easter; 1st May, Whit Sunday, Christmas 
heneane: Cargo work can be done on overtime except 1st May (Labour 
ay). 
POLICE/AMBULANCE/FIRE: Police, tel. 821744; Ambulance, 822244; 
Fire, 822244. 
TELEPHONES: No arrangements exist for placing on board. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Not needed. 
GARBAGE DISPOSAL: Drums provided alongside and arranged by 


ent. 
WASTE OIL DISPOSAL: Service available by tanker trucks, to be 
arranged through Agent. 
SEAMAN’S CLUBS: None. 
AUTHORITY: Vejle Havn, Havnepladsen 5, 7100 Vejle, Denmark. 
Tel: 75-820466. FAX: 75-838754. Contact: Peter Barsoee Bohsen, 
Harbour Master. 


VORDINGBORG (South Harbour — formerly 
Masnedsund): 54.59 N. 11.54 E. 


DOCUMENTS: See “Copenhagen”. 

PILOTAGE: Available from Masnedoe Pilot Station, Tel: 03-772170. 
ANCHORAGE: Vordingborg Roads. 

RESTRICTIONS: See “General” before first port. 

MAX. SIZE: Draft 19 ft. max., breadth 25 m. (depending on vessel's 
height) owing to passage of bridge before entering harbour. Width of 
bridge opening 25 m. At a height of 25 m., width of opening 22 m. due 
to angle of raised bridge. 


(See Plan) 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engl, 


RADIO: Lyngby Radio. 
TUGS: Available from Nakskov, Korsoer, Copenhagen. Notice for 
pan about 6 — 8 hours. 
BERTHING: Berths equipped for handling grain, ore, coal and LPG 
carriers. 
Masnedoe Power Station: See “Port of Masnedoevaerket.” 
BRIDGES: Passage of bridge 25 m. wide, opening day and night. Bridge 
normally in radio contact with pilot station. Fully lighted. Approach to 
power station from the West — pier situated just to the West of opening 
bridge, and therefore no passage. 

In the approach to Vordingborg and power station passage are 
overhead power cables, max. air draft 36 m. 
STEVEDORES: Local stevedores ordered by Agent. 
MEDICAL: Hospital available. 
FRESH WATER: Supplied by pipeline to berths. 
FUEL: All common fuels available. 
CONSULS: At Copenhagen. 
REPAIRS: Most repairs, engine and equipment available. Electronic 
service only available from Copenhagen. 
DRY DOCK: No local dry dock. Nakskov/Copenhagen nearest. 
GANGWAY/DECK WATCHMEN: Available but not compulsory. 
OPENING/CLOSING HATCHES: Crew allowed to open and close, 
otherwise as per C/P. 
CERTIFICATES: 

Registered Certificate of Tonnage. 

Derat Certificate. 

Construction Certificate. 

Load Line, and Equipment Certificate on first call. 
CUSTOMS ALLOWANCES: See “General” before first port. 
CARGO GEAR: One mobile crane, one grain elevator. 
HOLIDAYS: See “Copenhagen”. 
POLICE/AMBULANCE/FIRE: Police 03-771448; Ambulance, Fire 
Brigade 0-0-0. 
IDENTIFICATION CARDS: Not required. 
AUTHORITY:  Vordingborg Havnevesen, Sydhavnsuy 19, 
4760 Vordingborg, Denmark. Tel: 53-770425. 
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NOTES 
Please also advise Shipping Guides Ltd. 


gepublic of Djibouti 
pJIBOUTI: 11.36 N. 43.08 E. (See Plan) 


poRT LIMITS: Maritime Limits: The reference data for the delimitation 
the maritime zone coming under the Port of Djibouti are as follows: 
. The pyramid situated on the right bank of the mouth of 


Point I: " 

the Oued Ambouli. 
Point Il: Lat. 11° 36’ N., Long. 43° 08’ E. 
Point Ill: Lat. 11° 39’ N., Long. 43° 06’ E. 
Point IV: Lat. 11° 39’ N., Long. 43° 10’ E. 
Point V: Lat. 11° 37’ N., Long. 43° 08’ E. 


pOCUMENTS: Crew List for ship's Agent. Crew Manifests and 
\anitests of Passengers in Transit or for disembarkation, for whom 
gsembarkation cards are to be completed. Presentation of Health 
declaration and verification of compulsory immunisations by the health 
representative. f ; ; 

The following documents are required, preferably prior to the arrival 


of the vessel. 
Danger- 


Cargo Freight ous Stowage Hatch 
Manifest Manifest Cargo Plan List 
List 

for Djibouti Port Authorities 6 — 2 —_ 1 
For Stevedores 3 — 1 1 
or Agent “ 1 2 _ = = 
transhipment, additional 2 — — ~— = 
To be despatched by airmail or 

airreight in due time, prior ship's 

arrival at Djibouti 3 1 1 1 1 
on board vessel and if impossible 

by airmail or airfreight 7 1 1 _ ees 


Derat Certificate: At the present time Derat cannot be carried out at 
Djibouti, but the Port Health Authority, after inspection, are empowered 
to extend expired certificates by one month. 

APPROACHES: Djibouti Bay can be reached from 2 channels — North 
and East. Only the Northern one is marked. 

The Traditional Channel — The ‘‘North"’ Pass: The port, which has easy 
access by day or night, is normally entered by the North Channel, vessel 
ater rounding Ras Bir, passing to the Northwards of Musha and Maskali 
slands until the transit towers situated to the Westward of the town are 
sighted. The two transit towers, when in line, bear 184° (T) from seaward. 
Both towers exhibit quick flashing lights which at night time may be 
easily seen at a distance of 9 miles. In daytime the two towers may be 
ocated by first sighting Mount Direction, a distinctive conical hill to the 
Southward. The nearest transit tower is a white rectangular building with 
a single wide vertical black stripe while the further tower is a white 
rectangular building with two broad horizontal stripes. 

When on the leading line proceed to Buoy No. 2 on the Heron Bank, 

where the Pilot will board; the Master is advised to await the Pilot slightly 
North of Buoy No. 2. 
The “South”’ or ‘‘East'’ Channel: The Southern or Eastern approach for 
vessels entering passes South of Musha and the Maskali Islands after 
clearing the Arab Bank. Vessels using this approach must keep at least 
| mile North of the Heron Bank until they reach the transit line described 
above. The Pinqouin Bank Buoy situated West of the transit line makes 
agood check point. 

The Northern channel is usually used for vessels proceeding in a 
NN.E. direction. 

The Eastern channel is not marked, and is not recommended for 
vessels approaching the port. Approaching from the East of the island 
#Musha by day can be dangerous if visibility is poor. 

PILOTAGE: Pilotage is compulsory for all vessels with a nett tonnage 
‘excess of 300 tons and is available 24 hours a day, throughout the year. 

Pilots board inward bound vessels between No. 1 Buoy and No. 2 
Suey. Outward bound vessels normally disembark their Pilot between 
No 2 Buoy and No. 4 Buoy. Pilot boats are painted white and carry the 
‘4g "H" by day and the usual lights by night. 

An internationally approved pilot ladder on the lee side with man- 
es, and suitably illuminated at night time, must be available. 

Vessels calling for Pilots at departure if unable to contact the pilot 
sation on VHF should sound 3 long blasts on whistle or siren half an 
‘our prior to sailing, this signal also calls the tug and mooring gang. 
ANCHORAGE: Anchorage zone is within following limits: 

— limit: a line parallel to and 0.25 miles West of the North 


ge. 
2. Southern limit: Latitude 11° 37’ N. 
3 Western limit: a bearing with the Western extremities of Penguin 
nd Ambouli Banks in alignment. 
p IS forbidden to anchor 1.5 cables on each side of the alignment of 
mbouli and d’Ayabele Lights. 
average depth is of 15 m. to 20 m. Anchor holding is excellent, even 
he Strong S.W. monsoon when there is often a heavy swell. 
en be noted that anchorages within a quarter of a mile of either 
RES the entry transit line is strictly prohibited. 
TRICTIONS: Entry during the day or night. Highest tide 2.90 m. 
pa tide is approximately 1.60 m., and lowest are 0.20 m. Tidal 
Thee are very weak in bay and rarely exceed 1 knot. 
: - SIZE: Entrance to inner roads dredged to 11 m. depth. 
rs Draft: Cargo vessels 32 ft. Vessels bunkering 36 ft. Tankers (white 
HEALS) 32 ft. Tankers (black products) 36 ft. 
: Generally Free Pratique by radio can be granted to all ships 
one through Coast Station Djibouti Radio. Ships must radio in plain 
®mational code, a maximum of 12 hours and a minimum of 4 hours 
‘0 arrival in port. In all cases, when Pilot boards vessel he gives 
®t @ copy of Maritime Health Declaration which must be filled in by 
~a and countersigned by ship's doctor, if the crew includes one. An 
rad Official comes on board when vessel arrives to receive the 
Reuinee Health Declaration. Cholera and Yellow Fever Certificates 
€d from all travellers coming from an infected area, excepting 
&n of under 6 months of age. 


Sxal 


DJIBOUTI 


RADIO: Via the Harbour Master's Office: For short distance 
communications, ships can link up with the Harbour Master's Office, by 
VHF radio-phone: the Harbour Master's traffic unit is equipped with a 
VHF station for broadcasting and receiving on Channel 12 (156.6 MHz) 
and Channel 16 (156.8 MHz). These links are solely for the exchange 
of nautical information between the Harbour Master's Office and vessels 
(confirmation of ETA; ship's draft; and orders concerning the boarding 
time of the Pilot and dropping the anchor to wait for Pilot.) 

Via Djibouti Coastal Station: For medium or long distance 
communications, ships can link up with the shore through the coast 
station at Djibouti, by radio telephone or telegraph. This station can meet 
all requirements from ships using the port of Djibouti. It handles official 
and private communications and is permanently on watch. 

Call sign J2A maintains a continuous 24 hours listening watch on 
500 kHz and replies on 464 kHz. 

For long distance communication using the call sign “J2A8", the 
station maintains listening watches between 0400 hrs. and 1000 hrs. 
GMT and 1200 hrs. to 1715 hrs. GMT on 8682 kHz. Traffic lists are 
transmitted at 0400 hrs., 0600 hrs., 0800 hrs., 1200 hrs., 1400 hrs. and 
1600 hrs. GMT. 

In the 12 megacycle band using the call sign “J2A9", the station works 
on the frequency 12,782 kHz between 1000 hrs. and 1200 hrs. GMT. 
Traffic lists are transmitted at 1000 hrs. and 1100 hrs. GMT. 
Radio-telephony: Djibouti Radio (J2A) service covers the following: 

(a) The station can cover medium distances through radio-telephone, 
from 1605 kHz to 2850 kHz. 

Call sign: Djibouti Radio/J2A. 

Call frequency: 2182 kHz. 

Working frequency: 2586 kHz. 

Power: 1 Kw. 

It is open for the international calls (2182 kHz) at the following times: 

From 0500 — 0900 hrs., and from 1300 — 1500 hrs. GMT. 

(b) VHF 

Listening Channel 16 (156.8 MHz). 

Working Channel 20 and 24 (24 hours). 

Vessels can link up with subscribers of the automatic telephone 
system in Djibouti. 

Radio telegrams sent to ships at sea must be delivered to the 
telegraphic section at the post office, Ave. de la Republique, during office 
hours. 

TUGS: In Winter (slight Easterly monsoon), a single tug is generally 
sufficient for manoeuvring. In Summer during the Khamsin period, 
berthing or sailing often requires 2 tugs. There is a 1,500 h.p. diesel tug 
Aboubaker Pacha; a 1,800 h.p. tug, A. Rimbaud; a 1,400 h.p. diesel tug 
Henri Lambert; a 2,200 h.p. tug Bab-E/-Mandeb and 1 auxiliary 600 h.p. 
et All tugs equipped with fire fighting equipment. 

B . 


RTHING: 
Quay Length Depth Usage* 
(m.) — (m.) 
No. 1 180 9.50 L, D, B, Containers 
No. 2 220 12.00 L, D, Containers, Ro-Ro 
No. 5 210 9.00 L,D 
No. 6 180 9.00 
No. 7 250 10.00 L, D, Ro-Ro 
No. 8 200 9.30 L,D,B 
No. 9 (dolphins) 200 9.00 L, D, B, Refrig. 
No. 10 (dolphins) 220 11.50 B, Lay-by Berth 
No. 11 (dolphins) 180 11.00 B, Discharge Black Oils 
No. 12 (dolphins) 250 12.00 B 
B, Discharging Black and 
No. 13 210 9.45 White Products 
L, D, B, Discharge of Liquid 
Gas and Loading of 
Molasses in bulk 
No. 14 300 13.00 Under Construction 


“KEY: L=Loading D = Discharging B = Bunkering 

CRANES: There are no cranes on quays, but the port has 2 mobile 
cranes of 15 tons and 40 tons capacity plus a floating crane for the 
handling of heavy-lifts of 80 tons capacity. 

BULK CARGO FACILITIES: Molasses can be handled. Flour storage 
facilities (Private) with capacity of 4,000 tons. 

SPECIALISED CARGO HANDLING FACILITIES: Open ground and 
shedded areas for containers, Roll-on/Roll-off traffic and Quay for the 
traffic of lighters. 

Container Terminal: 2x35 ton Paceco gantry cranes, 4x40 ton Hyster 
lift trucks, 2x12 ton Hyster lift trucks, 8 Mafi tractors and 12 Gaussin 
low trailers. 24 x 220 volt reefer points. 

BRIDGES: None. 

STEVEDORES: Four companies available, office hours from 0700 to 
1730 hrs. Stevedoring 24 hours. 

Working Hours: Normal working hours are 0700 — 1200 hrs. and 1300 
— 1800 hrs. Overtime can be worked between 1900 — 2400 hrs., and if 
necessary to finish a vessel, between 0100 — 0600 hrs. It should be 
noted that Friday is the normal day of rest and all work on this day is 
at overtime rates. 

MEDICAL: Port Medical Service directed by medical practitioner 
specialised in industrial medicine is situated in a building neighbouring 
the port offices. It operates a dispensary. Passengers and sailors in 
transit are treated by private doctors from town who may visit the ships. 
Serious cases can be hospitalised in Djibouti’s civil or military hospitals. 
TANKERS: Reception lines: Berth Nos. 12 to 13 specially equipped for 
reception of bunkering products are linked with installations of the 
petroleum companies by a 16 in. dock-line and 12 in. (FO) and another 
of 12 in. (DO). Pier No. 10 is connected to the installation with a dock- 
line of 12in. Rate of discharging can reach between 2,000 and 
2,500 t.p.h. Reception of white products is assured from Quay No. 13 
by an 8 in. line; for gas there is a 4 in. line. 

Shipmaster’s Report: July 1982. 

Pilot advises max. draft for loaded tankers is 14.0 m. 
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FRESH WATER: Each quay provided with 3 — 5 (200 mm.) water- 
hydrants. Delivery of 40 cu.m. of water per hour. Regardless of the 
season, there is never any shortage of fresh water. 

FUEL: Available at oil berths and commercial berths (not Berths No. 5 
and 6). A complete range of different viscosities and products is 
available. Meets all the usual requirement of bunkering vessels. Ample 
supplies of fuel and diesel oil are always available. Normal rate 200 — 
300 t.p.h 


.p.h. 
Suppliers: Mobil, Shell and Total. 


CONSULS: 
Bangladesh India Russia 
Belgium Iraq Saudi Arabia 
Canada Italy Somalia 
China Japan Sweden 
Egypt Kuwait Yemen 
Ethiopia Libya United Kingdom 
France Oman U.S.A. 
Germany 


REPAIRS: Small repairs available. 
SURVEYORS: Agent of the American Bureau of Shipping: Gellatly 
Hankey, BP 81, Djibouti. Tel: 35 56 68. 

Agent of Lloyd's Register: Gellatly Hankey, BP 81, Djibouti. Tel: 35 
56 68. 


Insurance Companies: 

L'Union des Assurances de Paris (CMAO), BP 2650. Tel: 35 54 70. 

Lloyd’s Assurances (Gellatly Hankey), BP 81. Tel: 35 56 68. 

Salvage Association (Gellatly Hankey), BP 81. Tel: 35 56 68. 

Groupement Francaise d’Assurances (MARILL), BP 57, Djibouti. 
Tel: 35 16 50. 

GANGWAY/DECK WATCHMEN: Available. 

OPENING/CLOSING HATCHES: Normally carried out by stevedores. 
REPATRIATION: Good facilities exist. 

AIRPORT: International airport at Ambouli (7 km.), with international and 
en flights every day of the week. 

TIME: GMT plus 3 hours. 

HOLIDAYS: New Year's Day (1st January); Aid Seghir (El Fithir) and 
the following day; Labour Day (1st May); Aid El Kebir and the following 
day; Muslim New Year (1st Mouharam); National Holiday (27th June); 
Mouloud El! Nabi; Al yarah wal Mirage. 

Dates referring to religious holidays vary every year, particularly where 
Muslim holidays are concerned. Loading and discharging operations as 
well as bunkering can be carried out during all of above holidays when 
other services are also available. 

POLICE/AMBULANCE/FIRE: In emergency Tel: 17 and 18. A 
detachment of the fire brigade is on permanent duty in the port area. 

Fire Brigade — 35 05 22, Police 37 07 80. 

EMERGENCY CO-ORDINATION CENTRE: Being formed. 


TELEPHONES: Available on every berth, international calls on request. 


BANKS: Indo Suez Mer Rouge, Banque de |'Indochine et de Suez — 
Mer Rouge. Registered Office: 10 Place Lagarde — Djibouti B.P.88. 
Tel: 35 30 16. Telex: 6829 DJ. Telegrams: “Indomer Djibouti”. 

Banque pour le Commerce et I'Industrie - Mer Rouge BCIMR (Branch 
of the Banque Nationale de Paris) B.P.2122. Tel: 35 08 57, 35 08 58, 
35 08 59. Telex: 5821 DJ. Telegraphic Address: “Mericomi Djibouti”. 

Banque de Djibouti et du Moyen-Orient S.A., Head Office, 6 rue de 
Marseille, Djibouti B.P.1471, Rep. of Djibouti. Tel: 351178, 351190. 
Telex: 5943 Banco Djib. Branch of the Middle East Bank Ltd., Dubai, 
U.A.E. 

Commercial Bank of Ethiopia, Head Office, Addis Ababa (Ethiopia), 
Djibouti Branch: rue de Marseille, Djibouti B.P.187. Tel: 352101, 352102. 
Telex: Ethio Bank 5835 DJ. 

Commercial and Savings Bank of Somalia, Head Office, B.P.203 
Mogadisho. Branch of the Commercial and Savings Bank of Somalia. 
Office: Place Lagarde, Tel: 353666, 351282. Telex: Savcom 5879 DJ. 
STORING: In the Port of Djibouti, vessels are bunkered at all the quays, 
and are supplied with fresh water (without limitation as to the amount 
requested), whilst they are carrying out their commercial operations of 
loading or discharge of cargo). 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Required. 

GENERAL: 

Tides: The highest tides reach 2.9 m., the average tide is around 1.6 m., 
and the lowest drop to 0.20 m. 

Tidal currents are very weak in the bay, only rarely exceeding one 
knot. They usually move Eastwards during the ebb tide, and Westwards 
during the flood tide. 

Winds: From October to the beginning of May moderate Easterly winds 
dominate. During the S.W. monsoon, from the middle of June to early 
September, there are frequent gales from the West (Khamsin), when 
the sea becomes rough or very rough. There is little or no wind in May 
and September. 

Swell: The sea is usually very calm in the outside roadstead, in the 
anchoring zone protected in the East by the Heron Bank. In normal 
weather the swell does not exceed 1 m. During the Khamsin period, it 
can reach 2.0 m. — 2.5 m. However, there is no undertow inside the port. 
DEVELOPMENTS: The Port of Djibouti will undertake a 2nd 
development project. 

. Storage shed No. 1 and 2 to be dismantled. 

. Construction of maintenance facilities in the vicinity of the C.F.S. 

. Container yard modifications and extension of the Free Trade Area. 
. Extension of the container terminal area. 

. Rehabilitation of Berth No. 10. 

. Quay No.1 to be dredged to 12.0 m. 


SHIPMASTER’S REPORT: September, 1979. 
Approaches: After passing Muskali Beacon on approaching, the leading 
lights, during daytime (183.5° True) are often not visible due to the sun's 
jobs At night these make an excellent approach. 

ilotage: Do not proceed beyond No. 2 Heron Bank Buoy. Pilot boat 
12 m., blue hull, white top and displaying Pilot signals. 


562 


Oubwn— 


Radar/VHF: Channel 12 for calling and operations. No Port radar 
Hatches: Opening/Closing normally carried out by ship's crew. 
General: Provisions both fresh and dry available, but expensive. 


AUTHORITY: Port Autonome International de Djibouti, P.O.Box 2» 
Djibouti, Republique de Djibouti. Te/: 35 23 31, 35 10 31; 35 2: 
(Container terminal). Telex: 5836 DJ; 5853 DJ (Container terming 
FAX: 356187. Cables: Dirport Djibouti and Comport 
Contact: Aden Ahmed Douale, Port Director. Captain D.Huchet, Harty, 
Master. 


NOTES 
Please also advise Shipping Guides Ltd. 
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commonwealth of Dominica 


PORTSMOUTH: 15.32 N. 61.29 W. (See Plan) 


Portsmouth is an anchorage port principally engaged in the export, 
lighter, of bananas and the export of agricultural produce by small 
inter-island vessels. 4 is \ 

Documentation required is as for “Roseau”. Safe anchorage is 
gvailable anywhere within the port with distance off dependent on the 
size of vessel. Pilotage is not compulsory and if required must be 
stained at the Roseau Pilot Station. 

No alongside facilities (except those for lighters) exist and no cargo 
nandiing equipment is maintained. ; ‘ 

A steel piled/concrete decked “L” shaped pier 225 ft. long, 40 ft. wide 
wth 12 ft. of water at the head provides lighterage berthing and 

mmodates inter-island sloops, schooners and motor vessels. Final 
slanning of upland and equipment is yet to be undertaken. 

‘4 300 ft. cruise ship berth with a depth of 40 ft. has been constructed 
4 the Cabrits. A 12,000 sq.ft. passenger terminal provides for duty free 
hops, offices and an open theatre. Fresh water is available alongside 
ne berth. 

“i enquiries in the respect of the use of the port of Portsmouth should 
se addressed to the Port Authority, Roseau. 

ANCHORAGE: With lighter jetty bearing 100° at a distance of 4 cables, 
ne depth of water is 70 ft. 

MEDICAL: A cottage hospital and doctor are available. 

FRESH WATER: Not available. 

FUEL: Not available. 

SURVEYORS: See “Roseau”. 

AIRPORT: Available. 

>OLICE/AMBULANCE/FIRE: Police Tel. 5222. Ambulance Tel. 5237 
Hospital). Fire Tel. 5215. Custom House Tel. 5255. 

EMERGENCY CO-ORDINATION CENTRE: See “Roseau”. 

BANKS: See “Roseau”. 

STORING: See “Roseau”. 

SARBAGE DISPOSAL: Collection service is available. Skips can be 
yovided alongside upon request by Agent. Tel: (809) 448-2401, Ext. 
86, for service. Charges and collection time can be arranged by Agent. 
WASTE OIL DISPOSAL: No facilities available. 

SEAMAN'S CLUBS: None. 

CURRENCY: Eastern Caribbean Dollar. Exchange rate against the 
J.S.$ 2.7169 (fixed). 

AUTHORITY: Dominica Port Authority, P.O.Box 243, Roseau, 
Sommonwealth of Dominica. Tel: (809-44) 84431/2/3. Cables: Domport. 
FAX: (809-44) 86131. Contact: M.A. Green, Acting General Manager 
Home Tel: (809-44) 84500). 


ROSEAU: 15.17 N. 61.24 W. 


PORT LIMITS: 
Lat. 15° 19’ 00" N., Long. 61° 24’ 29” W.; 
Lat. 15° 21' 00" N., Long. 61° 24’ 29” W.; 
Lat. 15° 21’ 00” N., Long. 61° 23’ 09” W. 
DOCUMENTS: Port Authority requires before commencement of 
discharge, 2 copies of the vessel's manifest, and 1 stowage plan or 
‘atch block sheet. Masters are advised that these should be airmailed 
ahead of the arrival. On arrival, documents required are: 
Port Authority: 
Ship's Register to sight. 
International Health Declaration. 
1 Crew List. 
1 Passenger List. 
1 Hazardous Cargo List. 
Customs: 
Clearance from last port. 
1 Stores List. 
2 Personal Effects Declaration. 
1 Manifest. 
1 Crew List. 
1 Passenger List. 
mmigration: 
1 Crew List. 
| Passenger List. 
TLOTAGE: Pilotage is compulsory for berthing all vessels in excess of 
. grt. Pilotage is available for anchorage on request. Pilots will board 
aprox. position Lat. 15° 17’ 54” N., Long. 61° 24’ 50” W. The pilot 
hp will display International code “H” by day and a white light over 
pode by night. Requests for Pilots should be made 24 hours in 
Ve ance either through the vessel's Agent or by cable to “Domport”. 
Wed May contact the Port Authority through Dominica Port Radio on 
Channel 16 from 0800 — 1600 hrs., and for 2 hours in advance of 
vessel's ETA. 
\SHORAGES: A restricted area exists in Woodbridge Bay between: 
ut 15° 19’ 00" N., Long. 61° 24’ 15” W., 
7 15° 18’ 00" N., Long. 61° 24’ 15” W., 
wd - 15° 18’ 00” N., Long. 61° 24’ 00” W. 
vessels may not anchor therein, except under General Manager's 
Roan tons. Anchorage may be taken South of this area and in Roseau 
¢ ae 1.5 — 2 cables offshore in 15 — 30 fathoms depending on 
pole sear S size. All anchorages are steep-to and care should be 
Sed so as not to drag off the bank when anchoring. 
SIZE: See “Berthing”’. 


(See Plan) 


DOMINICA 


HEALTH: International Declaration of Health. In addition any death, 
fever or suspected contagious disease should be notified in advance to 
Agents or Port Authority by cable or radio. 

RADIO: HF/SSB. 8281.2 — Monday — Friday 1200 — 2000 hrs. Also see 
“Pilotage”. 

TUGS: None. 

BERTHING: Woodbridge Bay Ocean Berth: Length 800 ft., min. depth 
36 ft. MLWOST. 

Schooner berth 120 ft. with a depth alongside of 9 ft. (inshore) to 36 ft. 

Roseau Jetty, Length 93 ft. min. depth 18 ft. (Out of commission due 
to hurricane damage). 

CARGO HANDLING FACILITIES: 

Mechanised Cargo Handling: Breakbulk cargo is handled palletised on 
ships/shippers/port pallets. Adequate forklift trucks, trailers, and tractors 
are available to work all berths, Small inter-island vessels can be 
discharged by 15 ton Lorain crane. One 55 ton American crane and one 
27.5 ton Lorain crane are also available. Containers up to 40 d.w.t. can 
be handled ashore if placed on port trailers by ship’s gear. Ro-Ro barges 
capable of trimming to ramp height of +10 ft. are accommodated on the 
South end of Woodbridge Bay Pier. 

STEVEDORES: Stevedores and longshoremen arranged by Dominica 
Stevedores Ltd. 

MEDICAL: One Government general hospital, one private group 
medical clinic and one private dental clinic are available. 

On board visits by a doctor can be arranged. 

Where possible advance notice should be given. 

TANKERS: Petroleum products are presently handled at 5 different 
anchorages on the West coast. 

L.P.G.: Woodbridge Bay (2) max. draft 12 ft. Floating hose from vessel. 
Mogas — Gasoil (Dieselene), Kerosene, Spray oils: 

Rockaway (2), 1 mile North of Woodbridge Bay, draft 18 ft., 800/900 ft. 
floating hose from ship. 

Boiler Fuel (Bunker C): Belfast, 2 miles North of Rockaway, max. draft. 
; 8 ft. (up to 25 ft., if vessel equipped for stern discharge) 4 in. submarine 
ine. 

Bulk Edible Oils and Soap Chemicals: Belfast, max. draft 14 ft., 
4 in. floating hose (200 ft.) from shore. 

The above are single anchor, stern-to berths with stern lines to shore 
posts. Vessels should have at least 4 ropes available aft and provision 
to bend 2 lines together. 

The above are private facilities but pilotage is available. In the case 
of Woodbridge Bay (L.P.G.) pilotage is compulsory. Tankers in their 
ETA advice should include their cargo by products and their draft. 

Also see “Developments”. 

DENSITY: Approx. 1025. 

FRESH WATER: Available alongside all berths at a cost of EC $ 30.00 
for 1,000 gals. 

FUEL: Dieselene (Gas oil) available in limited quantities ex-tank wagon 
at all berths. Other grades not available. 
GANGWAY/DECKWATCHMEN: Available if required. 
OPENING/CLOSING HATCHES: Beam and board hatches, crew or 
stevedores; Ship's option. Patent Hatches; ship's crew. 
CERTIFICATES: Previous Port Clearance; Ship's Register, to sight. 
CUSTOMS ALLOWANCES: 200 cigarettes, or 0.5 Ib. tobacco or 
25 cigars, 26 ounces of spirits per crew member. 

CONSULS: (Or Consular Agents). 


Business Residence 
France C. A. Butler Tel. 2033 Tel. 1146 
Netherlands W. A. Astaphan 3221 2524 
Belgium Achille L. Pinard 2781 2756 


REPAIRS: Minor and emergency repairs can be arranged. Engines and 
deck gear cannot be put out of service without permission of the Port 
Manager. 
SURVEYORS: Lloyd's Agent available for cargo survey. A non- 
assigned Hull Surveyor is available. 
REPATRIATION: Limited inter-island flight capacity to nearest 
international airports — Guadeloupe, Martinique, Antigua, Barbados. 
AIRPORT: Melville Hall 37 miles. Inter-island services only. Canefield 
Airstrip 2 miles — Charter aircraft and Air Guadaloupe. 
TIME: GMT minus 4 hours. 
HOLIDAYS: New Year's Day, Carnival (Mardi Gras) 2 days. Good 
Friday, Easter Monday, Labour Day, Whit Monday, August Monday, 
National Day (Nov. 3rd — 4th), Union Conference Day (A Sunday in 
November), Christmas Day, Boxing Day. 
Minimum working: Can be arranged on these days, but it is not advised 
over the Carnival or National Day Holidays. 
POLICE/AMBULANCE/FIRE: Police Tel. 2222 or call on 2182 kHz., 
Fire Tel. 2888, Ambulance Tel. 2321. 

At anchor or away from a telephone, blow 3 short and 1 prolonged 
blast at frequent intervals until acknowledged on VHF Channel 16 or by 


lamp. 

EMERGENCY CO-ORDINATION CENTRE: Port Authority connected 
with other Regional Port Authorities and U.S.C.G. VHF Channel 16, HF, 
S.S.B. Standby 2182 and 8281.2. Working 4136.3, 4139.5, 8284.4, 
12421.0, 12424.5, 16565.0 and 16568.5. 

TELEPHONES: On board service can be provided at the Ocean Wharf, 
Woodbridge Bay (discontinued at present due to hurricane damage). 
SERVICES: Assistance can be given for emergency repairs to electronic 
equipment, compass adjusting and D/F calibration subject to advance 
notice. Provisions can be obtained, but advance notice should be given 
especially for fruit and vegetables of high quality. 

BANKS: Barclays Bank International Ltd., Royal Bank of Canada, Bank 
of Nova Scotia, Banque Antilles Francais. The National Commercial & 
Development Bank of Dominica has international correspondents. 
STORING: Vessel can store by truck. No facilities to store by barge. 
Trucks may proceed alongside for direct delivery/discharge, subject to 
Port Authority agreement. Fork lift trucks may be used. Vessels must 
be cleared outward for duty free concessions. Riggers available to assist 
with storing. 
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SHORE LEAVE: After Inward Clearance, there are no restrictions on 
shore leave. Masters are advised to note that immigration law holds the 
vessel/owner/agent, financially reponsible for any crew member or 
intransit passenger left behind (for whatever cause). Vessel’s having no 
accredited Agent will be required to satisfy Immigration Authorities 
before outward clearance is granted. 

IDENTIFICATION CARDS: Dock passes for crew members will be 
issued through the vessel's Agents. 

GARBAGE DISPOSAL: Collection service is available. Skips can be 
provided alongside upon request by Agent. Tel: (809) 448-2401, Ext. 
466, for service. Charges and collection time can be arranged by Agent. 
WASTE OIL DISPOSAL: No facilities available. 

SEAMAN‘S CLUBS: None. 

CURRENCY: Eastern Caribbean Dollar. Exchange rate against the 
U.S.$ 2.7169 (fixed). 

DEVELOPMENTS: A new oil terminal is in operation at Rockaway Bay. 
It is operated by Trinidad National Petroleum and has a mooring buoy 
for tankers mooring stern to the shore with floating hoses. 


SHIPMASTER’S REPORT: 1979. 

Pilotage: Compulsory. Pilot boards 0.5 miles off the quay and requires 
two hours notice of vessel's arrival. 

Restrictions: Vessel is able to enter or leave at any stage of the tide 
day or night. 

Max. Size: M.V. “Oriana”. LOA — 804 ft., draft 30 ft. 

VHF: Channel 16. 

Tugs: Not available. Vessels able to dock and undock without the aid 
of tugs. 

Berthing: One berth only available with wooden fenders. A heavy swell 
may be experienced whilst alongside berth as it is very exposed. Loading 
rate for bananas is 16t.p.h. per gang. There is ample mechanised 
equipment for loading palletised cargoes. There is also storage space 
for breakbulk and palletised cargoes. The quality of the labour was good. 
There is no equipment for handling containers and there is no storage 
space for containers (containers can be handled ex- ship's gear at about 
10 units per hour). Accommodation ladder required. 

Services Available: Fresh water, fresh provisions, airport, hospital and 
doctor (no fuel, repair facilities or other services available). 


SHIPMASTER’S REPORT: November 1989. 
Chart: BA. Charts No. 728 and 697. 

Berth: Woodbridge Bay/Fond Cole. 

Location: Lat. 15° 18.6’ N., Long. 61° 23.95’ W. 
Documents: 

1 copy Dominica General Declaration (hand to pilot). 

3 copies Crew List. 

2 copies Crew Manifest. 

1 copy Ship's Bonded Stores List. 

1 copy Unmanifested Cargo. 

2 copies Customs Boarding Form. 

The Agent and a Customs Officer board on arrival. The bond was not 
sealed. 

Clearance on departure is given by Shell. 

Pilotage: Pilotage is not compulsory but it is usual to take a Pilot inwards. 
Pilot not normally taken outward. Pilot is arranged by the Agent and the 
first contact made was through the Coast Guard Radio Station on VHF 
Channels 16 and 6. 

The Pilot boards from the blue hulled launch with “Pilot” on the side 
in white letters or from a fast semi-inflatable owned by the Coast Guard. 
The Pilot boards just South of the General Cargo Wharf. 

It is possible to sail at night without a Pilot. 

Approaches: The berth at Woodbridge Bay is 8 cables North of the town 
of Roseau. 

From the South, pass abeam of the town and make for the General 
Cargo Wharf. 

When approaching from the North, the berth is about 1.5 miles South 
of the silo, which is conspicuous and is 2 miles South of the airfield. 

The Island of Dominica is very conspicuous by its mountains. 

Anchorage: The best anchorage can be found N.W. of the town in a 
depth of 60 fathoms with the General Cargo Wharf bearing 030° at a 
distance of 0.6 miles. Occasionally, there is a swell at the anchorage, 
but it is generally sheltered. When approaching the anchorage keep a 
careful lookout for fishermen’s pots. 
Berthing: The Shell Berth is 100 m. North of the General Cargo Wharf. 
The vessel approaches from the South West, passing very close to the 
wharf, before re to port and mooring to one head buoy with 2 lines 
through the centre fairlead and one line from each quarter to bollards 
on the shore. The port quarter bollard is painted silver and the starboard 
quarter bollard is painted yellow. When in the correctly moored position 
the vessel is 70 m. from the shore line. The distance from the stern to 
the bollards, when in the moored position, is approximately 120 m., so 
2 lines will have to be joined together for each quarter rope. Also when 
in the moored position the vessel must be close to the head buoy, 
otherwise there will be very little water under the stern. Our vessel went 
astern a few metres when moored and only had 0.5 m. under the rudder. 
The nature of the bottom is soft shingle. 

The mooring/hose boat is in constant attendance and runs personnel 

ashore from the stern when required. 
Cargo Operations: The connection on the shore can be seen between 
black and yellow railings beside the main road. The ship's floating hose 
of approximately 100 m. length is run to the shore and connected with 
a quick release coupling. 

A Surveyor attends at the commencement and completion of 
operations and accepts the ship's figures. The shore facility provides 
the vessel with a Motorola radio. 

On previous occasions the pumping rate to the shore was 160 bbis. 
per hour with a back pressure of 13 Bar. On this visit the shore tanks 
were nearly empty and we discharged an LPG mix at 300 bbis. per hour. 
The total storage capacity ashore is 100 tonnes (2 cylinders of 50 tonnes 
each). The hoses can be rigged on either side of the vessel. We rigged 
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our hoses on the starboard side. Night pumping is not permitted ath 
berth. On completion, the usual vapour plug is required. 
General: Fresh water is available from the General Cargo Wharf, Whe 
also handles cruise vessels. 
A catamaran ferry also uses the wharf and provides a servic, 
Martinique and Guadeloupe. . 
The islanders are very pleasant people and there is very little 
The island airport is situated at the South end of Rockaway Bay . 
position Lat. 15° 20’ N., Long. 61° 19.3’ W., and is served by LIAT 
an Islander sized aircraft. An international airport is planned. 


AUTHORITY: Dominica Port Authority, P.O. Box 243, 
Commonwealth of Dominica. Tel: (809-44) 84431/2/3. FAX: (8094 
86131. Cables: Domport. Contact: M.A. Green, Acting General Manag 
(Home Tel. (809-44) 84500). 


NOTES 
Please also advise Shipping Guides Ltd. 


pominican Republic 


GENERAL (See Plan) 


NTS: 
on calling at Dominican ports require a complete Dominican 
psular despatch from every loading port as well as from the last foreign 
sot of call. Should there be no Dominican Consulate at the respective 
igading port, the Agents should prepare 3 copies of the manifest to be 
to Customs. If no Dominican Consulate at the last foreign port 
call, the Agent will attend to all the formalities required by the local 
sort authorities. a 
“derat Exemption Certificate will be required by the Port Doctor. _ 
Additional papers, besides consular despatch, required by authorities 
we as follows: 


Port Doctor: Y 
t copy Health Declaration. 
{ copy Crew List. : ? 
1 copy Landing/Transit Passenger List. 
varpour Master/Port Authority: 
Port clearance from last port of call. 
4 copies Crew List. j 
4copies Landing/Transit Passenger List. 
4copies Negative Passenger List (if none landing). 
4copies Arms List. 
5 copies Cargo Manifest. 
5 copies Bills of Lading. 
2 copies Stowage Plan. 
Customs: 
2 copies Crew List. 
2 copies Arms List. 
2 copies Landing/Transit Passenger List. 
2 copies Negative Passenger List (if none landing). 
2 copies Stores List. 
1 copy tallybook. 
immigration: 
2 copies Crew List. 
2 copies Landing/Transit Passenger List. 
Police: 
1 copy Crew List. 
1 copy Landing/Transit Passenger List. 
Department of Agriculture: 
1 copy Stores List. 
1 copy tallybook. 
Agency: 
1 copy Crew List. 
1 copy Landing/Transit Passenger List. 
4 copies Manifest (if not airmailed previously). 
2 copies each B/L (if not airmailed previously). 
7 copies tallybook. 
Additional lists, etc., required are: 
10 Crew Lists. 
10 Landing/Transit Passenger Lists. 
5 Negative Passenger Lists (if none landing). 
5 Arms Lists. 
3 Stores Lists. 
9 tallybooks. 
4 copies Cargo Manifest (if not previously airmailed). 
2 copies B/L (if not previously airmailed). 

HOLIDAYS: New Year's Day (January 1st); Our Lady of High Grace 
January 21st); Duarte’s Day (January 26th); Independence Day 

February 27th); Good Friday (Variable); Labour Day (May 1st); Corpus 

christ (Variable); Restoration of Independence (August 16th); Our Lady 

Mercy (September 25th); Christmas Day (December 25th). 

Regular working hours of  stevedores: 0800-1200 hrs., 
400-1800 hrs., Mondays to Fridays and 0800-1200 hrs. Saturdays. 
Regular working hours of the Port Authority are from 0800-1600 hrs. 

Mondays to Fridays and 0800-1200 hrs. on Saturdays. 

_ Saturday: Overtime is payable to labour for work performed after 
200 hrs. Pilots and government officials are paid overtime rates all day, 

‘ul Customs personnel are only paid overtime rates after 1200 hrs. 
The above holidays are legal in the Dominican Republic and for the 


‘plomatic and consular representations abroad. 


Work can be performed on all Sundays and holidays against payment 
overtime to labour, Pilots, Customs and government officials. 

E: GMT minus 4 hours all year round. 
SPARES: Same can be withdrawn same day of arrival via air express. 


of 


_ ‘o Customs duties assessed as brought under Customs custody on 


soard vessel. Airwaybill should be addressed to Agent, with clear 
pel that it covers spares for such and such a vessel. 

» CURITY: Stevedores board vessel with special passes issued for 
heen 'N question. Any other visitors must obtain pass from Harbour 
"ster's Office. Nevertheless it is definitely recommended that all cabins 
Pont locked. This also applies to hatches that are not being worked. 
Ve ION: No garbage, refuse, etc., can be thrown overboard. 
an liable to heavy fines for oil pollution, etc. 

“-AGUE CONTROL: All lines leading to shore must be protected by 
a Non-compliance subject to Customs fines. 

GENCY: Agencias Navieras B & R, Torre Panamericana, Av. Abraham 
yn 504, Apartado 1221, Santo Domingo, Dominican Republic. 
spd 09) 544-2200, 562-1661. Telex: 3460034, 3460103, 3460364, 

178. Fax: (809) 562-3383. 


DOMINICAN REPUBLIC 


AZUA (Puerto Viejo): 18.30 N. 70.40 W. 


See “General” before first port. 

PILOTAGE: Ordered by Agent; vessel should wait for Pilot at a distance 
of 0.5 miles from the port. 

ANCHORAGES: In the approaches, depth is 28 ft. 

RESTRICTIONS: Berthing during daylight only. 

HEALTH: Pratique is obtained by Agent. In case of infectious illness 
the whole crew is put in quarantine. 

TUGS: Not available. 

BERTHING: Finger pier, length 650 ft., width 120 ft. Dredged to 35 ft. 
MEDICAL: Necessary for Agent to receive advance notice of required 
medical attention. Doctor available. 

FRESH WATER: Available by truck, but very expensive. 

FUEL: Not available. 

CONSULS: None. 

REPAIRS: Minor repairs only. 

GANGWAY/DECK WATCHMEN: Required. 

OPENING/CLOSING HATCHES: Carried out by crew. 

CUSTOMS ALLOWANCES: Bonded stores are sealed. 
REPATRIATION: Facilities available. 

AIRPORT: Situated 170 miles from port. 
POLICE/AMBULANCE/FIRE: Tel: 175. 

TELEPHONES: None available on board. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not required. 

AUTHORITY: Comandancia de Puerto de Azua. 


AGENT: See “General” before first port. 


BARAHONA: 18.10 N. 71.10 W. 


See “General” before first port. 

PILOTAGE: Pilot arranged by Agent on basis of Master's advance notice 
of ETA. Pilot boards approximately 1.5 miles outside the port. Pilot on 
VHF Channel 16. 

ANCHORAGES: Deep water anchorage available outside port. Pilot will 
advise best location. 

RESTRICTIONS: No entry or departure at night. 

MAX. SIZE: 575 ft. length; 29 ft. draft. 

HEALTH: Pratique granted after Health Authorities have boarded and 
cleared vessel. In case of disease aboard notify Agents before arrival. 
Pratique is automatic when proceeding from another port in the same 
country. 

RADIO: When within range, Santo Domingo Radio may be contacted 
on VHF Channel 16. 

TUGS: One small tug available, ship's lines used. 

BERTHING: Sugar Molasses Wharf, depth 28 ft. General Gypsum 
Wharf, depth 30 ft. 

STEVEDORES: ETA's required 24 and 12 hours before arrival to 
arrange gangs. 

MEDICAL: Medical attention can be arranged after vessel is cleared, 
preferably ashore. Minor cases are dealt with locally, more serious cases 
are transported to Santo Domingo. 

TANKERS: Discharge at Molasses Wharf. 

DENSITY: Salt water inside harbour. 

FRESH WATER: Pipe-line at wharves, ship's hoses used. 

FUEL: Small quantities of diesel available by truck from Santo Domingo. 
CONSULS: All Consuls at Santo Domingo. 

REPAIRS: Minor repairs only. 

GANGWAY/DECK WATCHMEN: Compulsory gangway watch kept by 
Customs guards. 

OPENING/CLOSING HATCHES: Can be performed by crew or 
stevedores. 

CUSTOMS ALLOWANCES: Bond is sealed, but can be opened at 
Master's request. 

REPATRIATION: Can be arranged. 

AIRPORT: Distance to airport 230 km. 

POLICE/FIRE/AMBULANCE: Police, Tel: 417; Ambulance, Tel: 441; 
Fire, Tel: 348 or 398. 

TELEPHONES: Shore telephone alongside ship connected to Sugar 
Mill. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Shore passes are provided by Immigration 
Authorities. 

GENERAL: No boats to be lowered without official permission. 
AUTHORITY: Comandante de Puerto. 


AGENT: See “General” before first port. 


BOCA CHICA: 18.27 N. 69.35 W. 


See “General” before first port. 

PILOTAGE: Pilot arranged by Agent on basis of Master's advance notice 
of ETA. Piloton VHF Channel 16. Pilot boards 1 mile outside the harbour. 
ANCHORAGES: Deep water anchorage available outside port. Pilot will 
advise best location. 

RESTRICTIONS: No entry or departure at night. 

MAX. SIZE: 400 ft. length; 25 ft. draft. 
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HEALTH: Pratique granted after Health Authorities have boarded and 
cleared vessel. In case of disease aboard notify Agents before arrival. 
Pratique is automatic when proceeding from another port in the same 
country. 

RADIO: When within range, Santo Domingo Radio can be contacted 
on VHF Channel 16. 

TUGS: Not available locally. Can be arranged from Santo Domingo. 
BERTHING: Depth alongside 24 ft. 

STEVEDORES: ETA's required 24 and 12 hours before arrival to 
arrange gangs. 

MEDICAL: Medical attention can be arranged after vessel is cleared, 
preferably ashore. Minor cases are dealt with locally, more serious cases 
are transported to Santo Domingo. 

TANKERS: Only small propane gas tankers can be accommodated. 
DENSITY: Salt water inside harbour. 

FRESH WATER: Pipe-line connection at dock, low pressure, ship's 
hoses used. 

FUEL: Only available by truck from Santo Domingo. 

CONSULS: All Consuls at Santo Domingo. 

REPAIRS: Minor repairs only. 

GANGWAY/DECK WATCHMEN: Compulsory gangway watch kept by 
Customs guards. 

OPENING/CLOSING HATCHES: Can be performed by crew or 
stevedores. 

CUSTOMS ALLOWANCES: Bond is sealed, but can be opened at 
Master's request. 

REPATRIATION: Can be arranged. 

AIRPORT: 6 km. to airport, served by regular airlines with numerous 
flights daily. 

POLICE/FIRE/AMBULANCE: At Santo Domingo. 

TELEPHONES: No connection to vessels. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Shore passes are provided by Immigration 
Authorities. 

AUTHORITY: Comandante de Puerto. 


AGENT: See “General” before first port. 


CABO ROJO: 17.55 N. 71.39 W. 


See “General” before first port. 

PILOTAGE: Pilot arranged by Agent on basis of Master's advance notice 
of ETA. Pilot and Agents can be contacted on VHF Channel 16. Pilot 
boards 2 miles off the port. 

ANCHORAGES: Deep water anchorage available outside port. Pilot will 
advise best location. 

RESTRICTIONS: Entry and departure permitted daylight only. 

MAX. SIZE: 600 ft. length; 40 ft. draft. 

HEALTH: Pratique granted after Health Authorities have boarded and 
cleared vessel. In case of disease aboard notify Agents before arrival. 
Pratique is automatic when proceeding from another port in the same 
country. 

RADIO: When within range, Santo Domingo Radio can be contacted 
on VHF Channel 16. 

TUGS: No tugs available. 

BERTHING: Alcoa Private Wharf, bauxite only. Mechanical loading, no 
stevedores. 

MEDICAL: Medical attention can be arranged by Alcoa after vessel is 
cleared, preferably ashore. Minor cases are dealt with locally, more 
serious cases are transported to Santo Domingo. 

TANKERS: One tanker at a time could be accommodated. 

DENSITY: Salt water inside harbour. 

FRESH WATER: Sometimes available. 

FUEL: Not available. 

CONSULS: All Consuls at Santo Domingo. 

REPAIRS: Not possible. 

GANGWAY/DECK WATCHMEN: Compulsory gangway watch kept by 
Customs guards. 

OPENING/CLOSING HATCHES: Performed by crew. 

CUSTOMS ALLOWANCES: Bond is sealed, but can be opened at 
Master's request. 

REPATRIATION: Can be arranged. 

AIRPORT: Distance to airport 360 km. 

POLICE/FIRE/AMBULANCE: Contact Port Authority. 

TELEPHONES: Telephone on dock connected to Alcoa office. 
SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Shore passes are provided by Immigration 
Authorities. 

GENERAL: No boats to be lowered without official permission. 
AUTHORITY: Comandante de Puerto. 


AGENT: See “General” before first port. 


LA ROMANA: 18.27 N. 69.01 W. 


See “General” before first port. 

PILOTAGE: Compulsory. Ordered by Agents on receipt of vessel's ETA, 
72, 48 and 24 hours before arrival. Pilot launch painted white with grey 
cabin and with letters “LP-24" painted on sides. Pilot boards 1.5 miles 
from port entrance (N.E. of Catalina Island). Contact Pilot on VHF 
Channel 16. 

ANCHORAGES: West of Isla Catalina in depths of 15 to 18 fathoms. 
RESTRICTIONS: No entry or sailing in hours of darkness. 

MAX. SIZE: Length: 580 ft. Draft: arrival 25 ft., sailing 28 ft. 
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HEALTH: Pratique granted after Health Authorities have boardeg, 

cleared vessel. In case of disease aboard notify Agents before 

Pratique is automatic when proceeding from another port in the s». 

country. 

RADIO: Santo Domingo Radio, HIX2, frequency 2738 kHz. Nears 

port, use Centromana Radio on same frequency. 

TUGS: One tug of 620 h.p. available. Extra charge for use of tugs», 

BERTHING: One concrete pier 720 ft. long. Depth 28 ft. 

STEVEDORES: To be ordered 4 hours before commencing work. 

MEDICAL: Doctors and hospital facilities available. Medical atten, 

can be arranged after vessel is cleared, preferably ashore. Minor cay 

— dealt with locally, more serious cases are transported to Sx 
mingo. 

TANKERS: Berth for 1 tanker at the pier. Discharge lines 10 in, g 

and 4 in. 

DENSITY: 1025. 

FRESH WATER: Available from 2 in. pipeline on pier. Very low rats, 


supply. 

FUEL: Available by truck from Santo Domingo. 

REPAIRS: Only minor repairs can be effected. 

WATCHMEN: To be provided by vessel. Compulsory gangway wap 
kept by Customs Guards. 

OPENING/CLOSING HATCHES: Generally by ship's crew. 
CUSTOMS ALLOWANCES: Seamen may take ashore only 2 pace 
of cigarettes and no alcohol. 

REPATRIATION: Arranged via Santo Domingo. 

AIRPORT: Distance 70 km. 

POLICE/FIRE/AMBULANCE: Police, 235; Ambulance, 455; Fire, 4% 
TELEPHONES: In dock office, ask Sugar Mill for number required 
SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Shore passes issued by Immigration Offs 


SHIPMASTER’S REPORT: March 1989. 

Chart: BA. Chart No. 467 — Bayajibe to Haina and La Romana - Pe 
Sailing Directions: No. 70. West Indies Pilot, Volume 1, page 120. 
Approaches: No difficulties. La Romana is easily identified by lap 
quantities of black and white smoke issuing from the Central Roma 
Corporation plant close to the West of the dock. 

No berthing or unberthing is attempted at night and no response 
received to calls on the VHF until about 0630 hrs. As Santo Doming 
Haina and La Romana start at that time and all use Channel ' 
exclusively, it is a little noisy for a while. 

Agent and Pilot were contacted on VHF Channel 16 and instruct 
given. 

Berthing: Pilot boarded less than 1 mile off from a 15 ft. boat wit 
small outboard. Ship is best stopped altogether. 

As a shoal patch extends Eastwards from the West side of & 
Romana there is a dog-leg in the short channel immediately before 
entrance, and as the port is little more than a 100 m. wide slot inh 
coast, there is no room for mistakes or uncertain engine starts. 

Ship is swung to starboard as the entrance is passed and then? 
starboard anchor is let go and held at 1 shackle just off the berth. Judg: 
correctly, vessel can be stopped just off the berth and pushed alongs? 
by the tug. 

On departure, the tug is made fast on a bridle aft and the ship is tov 
out stern-first, using engines for steering. 

There is deep water within 2 cables of the shore so ship can be sw 
very soon after leaving the channel. 

Two buoys mark the channel, both are still to be changed to the | 
system. 

Berth: (See “Plen’”’). Wharf is solid and well fendered. Length of we 
is 720 ft., with 3 sugar loading arms at the North end and several li’ 
cargo loading points set into the dock for molasses (blackstrap # 
edible) and furfural. Wharf is kept tidy and clean. 

Loading: 4,200 tonnes of furfural loaded in 19 hours (221 tonnes" 
through a 6 in. hose. Hose was connected to a 4 in. line on dock so” 
was a respectable rate. 

On completion of loading, shore labour disconnected the hose # 
a sloppy line blow. They did not bother putting a blank on the host! 
furfural was spilled all over the deck; after which they tossed the Nt 
over the side where it drained down the ship's side and into the 0° 
Port/Berth Information: 

Density: Salt water. 

Distance from Pilot to berth: 1 mile. 

Bridges: None. 

Controlling depth in approaches: 33 ft. 

Max. draft in approaches and alongside: 28 ft. 

Max. LOA: Vessels with greater length than this vessel (LOA 170° 
would have difficulty entering. 

Fresh water: Available. 

Fuel: Not available. 

Tugs: One tug available and should be used. 

Anchorage: None. 

Loading/discharge hoses: 1 ~ 6 in. furfural. 

1x 10 in. molasses. 
Other points available. 

Slop facilities: None. 

Repair facilities: None. 

Officials: Cabins searched on arrival and before departure. Berth” 
well guarded, so ship was free of unwelcome visitors. 
Agent/Berth Operator: Central Romana Corporation. Office ont 
whart. Helpful and efficient. Telephone communication with ous? 
world easy and quick. 

General: Many tourists in evidence. Passenger ships moored ue 
upriver and charter boats entering and leaving throughout the ay 
AUTHORITY: Comandante de Puerto. 


AGENT: See “General” before first port. 


yANZANILLO: 19.43 N. 71.45 W. 


, see “General” before first port. 
, ACHES: Coast Guard Service recommend that a ship, entering 
ygnzanillo Bay from the East, should stay well out until it has rounded 
, surrounding Seven Brothers Islands. At approximately Lat. 
19° 58’ N. a course of 127° will bring it into the bay near the wharf. 
. 4 ship arriving from the West should stay about 6 miles off Cape Haitian 
When abreast the light a course of 111° will lead into the Bay a 
sport distance North of the pier. 
. piLOTAGE: Compulsory. Pilot comes from Puerto Plata. Boards 
§ “coming vessels about 1 mile from the dock. (The Pilot's working hours 
° om 0800 to 1200 hrs., 1400 to 1700 hrs.; a fee charged after working 
sours. A fee is also charged for movements in harbour.) Ships will be 
| received Saturdays and Sundays and at night for the same rate for the 
pigt. Contact Pilot on VHF Channel 16. 
ANCHORAGES: Vessels that cannot be docked on arrival will find safe 
*  Spchorage to the East of the dock where there is plenty of swinging 
‘om, in about 20 fathoms of water, with good holding ground of mud 


sand. 
S{STRICTIONS: Entry and departure day and night. 

* RADIO: Radio Station HIL31. 

Vessels bound for Manzanillo, should radio their ETA to Santo 
domingo Pilot Station and Agent daily, from 0600 hrs. to 1800 hrs. 

; vessels having single sideband equipment may also contact Radio 
instituto Agriario Dominicano at Manzanillo, at wavelength 2670 and 
2638 KHz from 0700 to 1200 hrs. and 1400 to 1700 hrs. EST. 

_ TUGS: No tugs available but there is a launch for the handling of ship 

» es. Tug available from Puerto Plata if required due to size of vessel. 
BERTHING: Prevailing winds are Easterly and sometimes interfere with 
docking or undocking. On the East side vessels should dock bow in, 

'  gnee there is not enough room to swing vessels safely around for a port 
docking. On the West side vessels can dock either side to the pier, 
depending on the direction and force of the wind. In general banana 
vessels will be docked on West side of the pier and cargo vessels on 

the East side. Pier has a concrete deck 744 ft. long, 72 ft. wide. Both 
sides of the pier are protected with a pine fender system. The water 

* depth at land end of pier is 10 ft. and at the seaward end 40 ft. 

@ NOTE: The dock is in very poor condition and a small vessel has sunk 
alongside the Western side of the pier. 

$ MEDICAL: Small dispensary in Manzanillo. Hospital facilities in Monte 

Cristi, 30 km. away. 

| ~=STEVEDORES: Available. 

REPAIRS: Small repairs carried out only. 

; FRESH WATER: Available for ships calling at this port only. 
FUEL: Not available. 

! GANGWAY/DECK WATCHMEN: Carried out by crew. 
OPENING/CLOSING HATCHES: Crew or stevedores. 

) CUSTOMS ALLOWANCES: Each crew member will be allowed to take 

2 ashore one only opened package of cigarettes. 

2 REPATRIATION: Facilities available. 

| SHORE LEAVE: Members of crew are allowed to go ashore at this port, 

? _ butMasters should caution them not to take on their persons any dutiable 

} afticles, as the Customs will search such men upon landing and should 

2 any such articles be found on their persons, this will be treated as an 
attempt to ae severely punishable offence. 

| CREW IDENTIFICATION CARDS: Required. 

AUTHORITY: Comandante de Puerto. 


| AGENT: See “General” before first port. 


| PALENQUE: 18.12 N. 70.11 W. 
SHIPMASTER’S REPORT (1976). Updated 1988. 


The vessel called at Punta Palenque to discharge a cargo of feedstock 
om Venezuela. SBM is located in position 18° 12.2’ N., 70° 11.3’ W. 
and operated by Refineria Dominicana de Petroleo, S.A. 

DOCUMENTS: 

7 Crew Lists. 

2 Stores Lists. 

1 Crew Effects List. 

Passenger Lists. 

2 Lists of Arms & Ammunition. 

2 Lists of Narcotics. 

| Health Declaration. 

Clearance last Port. 

PILOTAGE: Pilotage is compulsory. Mooring and unmooring 24 hours 
#day. Pilot boards about 1 mile Southwest of SBM. 

Pilot boat, a small tug with black hull and white superstructure, is 
puipped with VHF Channels 16 & 14, call sign Punta Palenque Pilot. 

‘lot moors the vessel with the assistance of the Loading Master who 
ae directions on the focs'le. The tug delivers the mooring gear 
tal isting of 2 nylon tails put on vessel's bits and shackles. The nylon 
. will be shackled to SBM mooring lines. These mooring lines consist 
ssc 100 ft. nylon rope and 10 ft. chain. The chain is heaved inboards 
' ee of 1 wire and 1 nylon or polyprop messenger and connected 
we tails on vessel's bits. 

A - SIZE: Vessels up to 260 m. in length with max. draft of 14.6 m. 

Scle of 2,000 ft. around the buoy with a min. depth of 50 ft. 

LTH: Radio Pratique not available. 
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DOMINICAN REPUBLIC 


RADIO: Crude predominantly supplied from Pemex (Pajaritos,Mexico) 
and Maraven (Cardon/Miranda, Venezuela). Masters to send ETA Punta 
Palenque before sailing from loading ports, handing the message to 
local agents. 

Messages should include draft on arrival, number of crew, whether 
any sickness on board. Messages to be sent to Refidomsa, Santo 
Domingo and copy to Agent (B & R, S.A., see “General” — “Agency”. 
TUGS: Not available for mooring. Messengers to and from SBM are 
handled by a small work boat. 

BERTHING: Single Buoy Mooring, property of Refineria Dominicana 
S.A. (Telegraphic Address: Refidomsa), located about 2,500 m. 
offshore, or 2.5 miles S.W. of Punta Palenque light. Nature of bottom: 
sand over coral. Buoy fitted with Radar Reflector and flashing red light. 
Loading Master plus 3 men remain on board. 
Connection amidships, port side. 
LOADING: Shore Line System: From shore to ship: 

128 in. line from tank farm to shore 750 m. 

1X28 in. submarine line 2,550 m. 

2x16 in. underwater hose systems from seabed to buoy. 

2% 16 in. floating hoses, about 165 m. long. 

2x12 in. hoses to ship's manifold 27.5 m. long. 

Maximum rate of discharge: 4,800 cu.m./hr. 

Maximum back pressure: 150 p.s.i. 

Product: Crude oil discharge. 

Storage: 525,000 barrels. 

REPAIRS: None available. 

GENERAL: No navigational hazards approaching Punta Palenque from 
the South. SBM shows on radar at a distance of about 11 miles. 
Reference: B.A. charts 3689, 471; West Indies Pilot Volume 1, 
Supplement No. 3 1975. 

Weather: Wind: N.E. Trades 

Current: Predominating from East to West but sometimes shifting to 
opposite direction for short periods. Velocity about 1.5 knots. 
Services: Fresh water, provisions, fuel oil and diesel oil not available. 
No medical assistance. Shore leave not permitted, repatriation not 
possible. 

Master's Remarks: When approaching from the South, the coast of 
Dominican Republic gives a good radar target. SBM could be picked up 
at about 11 miles distance. Punta Palenque Pilot could be contacted at 
a distance of 30 miles. 

Authorities: After vessel is moored Pilot acts as Agent together with a 
senior Custom Officer who came on board with the Pilot. Two junior 
Custom Officers will stay on board during the stay in port, also Loading 
Master and/or his assistant. Pilot delivers Outward Clearance. 


SHIPMASTER’S REPORT: (1977). Updated 1988 


DOCUMENTS: Last Port Clearance. 
8 Crew Lists. 
6 Passenger Lists (nil). 
3 Stores Lists. 
5 Firearms Declarations. 
1 Vaccination List. 

To be legitimised by Dominican Consulate if possible, otherwise 
notarised by the Chamber of Commerce at sailing port or pay local 
requirements fee. 

PILOTAGE: Pilotage compulsory. Pilot boards 1 mile S.W. of S.B.M. 

which is the waiting area. ETA required by Pilot at least 6 hours before 

arrival. The vessel cannot under any circumstances dock without the 

Pilot as the Loading Master is stationed on the forecastle head and 

advises Pilot of helm and engine requirements when approaching S.B.M. 

ANCHORAGES: Temporary anchorage on the coastal bank to the West 

of S.B.M. to suit vessel's draft. 

RESTRICTIONS: A vessel may enter and leave the port during hours 

of darkness and at any stage of the tide. 

MAX. SIZE: Max. length 854 ft. Max. draft 48 ft. 

TUGS: No tug assistance required. Mooring launch attends on arrival 

and departure bringing to and removing from the vessel all the gear 

required for mooring (Snotters, Strops, etc.). At night the launch also 

illuminates the hose string. 

RADAR: The radar reflector on the S.B.M. is excellent and gives out a 
ood echo at 10 miles. 

ERTHING: Position of S.B.M. 18° 12’ N., 70° 11.4’ W. 

Terminal Operator: Refineria Dominicana De Petroleo S.A. (Refidom 

A 


). 

At the time of berthing depth of water under the keel by echo sounder 
was 45 ft., the nature of the bottom at the berth was sand and coral. 

As stated above the vessel is able to dock and un-dock at any stage 
of the tide day or night. 

When 1 mile from the S.B.M. (waiting area) vessel approaches the 
buoy on a N.E. heading parallel to the hose strings and then turns the 
vessel to stem the current flow. 

Moorings: Plaited ropes with cable chafing lengths shackled between 
the two plaited ropes. Snotters to the bitts from the central Panama lead. 

The port derrick to be rigged in advance to accept mooring gear from 
the tug and lift hoses (212 in. string). 

Hoses: S.B.M. hoses connected to the ship's manifold (2x12 in.). 
Distance from the S.B.M. to the shore tanks is 1.5 miles. Shore booster 
pump not available, steam jacket or similar facilities not available. 
Max. pressure on line 125 p.s.i., max. weight to be lifted 5 tons. 
Product Handled: Crude Oil. Ship’s accommodation ladder not required. 
DENSITY: 1025. 

SERVICES: None of the following are available; fresh water, provisions, 
repairs, airport, fuel oil, doctor, hospital, laundry. 

All cargo handling surveyed by independent inspector nominated by 
Refidomsa. Slop discharge possible upon request and after agreement. 
Under no condition is pure water to be discharged via the hoses. 
TIME: Pilot advises time is GMT minus 4 hours (throughout the year). 
SHORE LEAVE: Not possible. 
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GENERAL: Vessel’s ETA by telex to be given to Santo Domingo from 
the last port of call, any changes should be passed to the Agent through 
‘Curacao Radio’ as at no time whilst on passage from Punta Cardon 
could traffic be passed through ‘Santo Domingo Radio’. The Pilot acts 
for Agent. Customs and Immigration are in attendance, leaving with 
papers, cables and telex, consignees documents etc., after the vessel 
is all fast. The ship's official documents were not examined. 2 Customs 
guards and the Loading Master remain on board and should be provided 
with cabins and meals. 

Cargo surveying is carried out by an independent surveyor, he also 
maintains VHF contact with the Agent in Santo Domingo through the 
refinery. 

The Loading Master, Berthing Master and Sailing Pilot all speak 

English. VHF contact made with the refinery when 45 miles from the 
S.B.M. who then passed our amended ETA to the Pilot. 
AUTHORITY: Refineria Dominicana de Petroleo, S.A., Apartado 1439, 
Santo Domingo, Republica Dominicana. Te/: 533-3161. Telex: 3460342 
(ITT), 3264320 (RCA). Cables: Refidom. Contact: Ronald Storrer, 
Superintendent. 


PUERTO DUARTE (El Botado): 19.12 N. 69.26 W. 


See “General” before first port. 

PILOTAGE: Pilot will board vessels between No. 2 Buoy and No. 4 
Buoy. 

TUGS: Not available. 

BERTHING: Finger pier, length 230 m. Depth alongside 30 ft. 

FUEL: Available by truck. 

REPAIRS: Not possible. 

GENERAL: Chart: No. 917. 

AUTHORITY: Captain of the Port. 


PUERTO PLATA: 19.49 N. 70.41 W. 


See “General” before first port. 

PILOTAGE: Pilot arranged by Agent on basis of Master's advance notice 
of ETA. Pilot and Agents can be contacted by radio telephone, frequency 
2738 and 2638. Pilot boards 0.5 miles from port entrance. Pilot also on 
VHF Channel 16. 

ANCHORAGE: Deep water anchorage available outside port. Pilot will 
advise best location. 

RESTRICTIONS: Night entry not recommended. 

Depth at entrance 42 ft., depth on bar 37 ft. HW and 34 ft. LW, depth in 
harbour 30 ft. 

HEALTH: Pratique granted after Health Authorities have boarded and 
cleared vessel. In case of disease aboard notify Agents before arrival. 
Pratique is automatic when proceeding from another port in the same 
country. 

RADIO: When within range, Santo Domingo Radio. 

TUGS: Tugs not available. 

BERTHING: One wharf 30 ft. alongside. Pier 496 ft. long, 135 ft. wide. 
Facilities include water, electricity, warehouses. New pier recently 
constructed is 934 ft. long, with depth alongside 35 ft., also 144 ft. wide. 
CRANES: Not available. 

STEVEDORES: ETAs required 24 hours and 12 hours before arrival to 
arrange gangs. 

MEDICAL: Medical attention can be arranged after vessel is cleared 
preferably ashore. Minor cases are dealt with locally, more serious cases 
are transported to Santo Domingo. 

TANKERS: Berth at molasses/petroleum berth. 

DENSITY: Salt water inside harbour. 

FRESH WATER: Pipe-line at wharves. Ship's hoses used. 

FUEL: Diesel and fuel oil available by truck from Santo Domingo. 
CONSULS: Germany — Mr. E. T. Heinsen. 

REPAIRS: Minor repairs only. 

GANGWAY/DECK WATCHMEN: Compulsory gangway watch kept by 
Customs guards. 

OPENING/CLOSING HATCHES: Can be performed by crew or 
stevedores. 

CUSTOMS ALLOWANCES: Bond is sealed, but can be opened at 
Master's request. 

REPATRIATION: Can be arranged. 

AIRPORT: Distance 250 km. 

POLICE/FIRE/AMBULANCE: At Santo Domingo. 

TELEPHONES: Nearest in Customs House alongside wharves. 
SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Shore passes are provided by Immigration 
Authorities. 

GENERAL: No boats to be lowered without official permission. 


SHIPMASTER’S REPORT: March 1989. 
f toeates BA. Chart 463. 
en Rock and the wreck, partly above water, are conspicuous, also 

the chimney S.E. of Punta Fortaleza which has a conspicuous plume of 
smoke giving a good indication of wind direction and strength. 

The light S.E. of Pta. Fortaleza is sometimes working but is very weak. 

The leading lights are fixed red and are conspicuous on the leading 
line and appear to be in the charted positions. They are displayed from 
white square towers with red tops. 
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These lights are unreliable and although usually on throughout » 
day are often out at night. 

The buoys are not as charted, Buoy No. 1 and Buoy No. 6 are Missy 
Buoy No. 3 is close to its charted position, Buoy No. 2 has been Mom, 
closer in shore and Buoy No. 4 into the harbour. 

Approximate positions of the buoys obtained by radar (bearings » 
distances from Pta. Fortaleza light): 


No. 2 352° 0.465 miles 
No. 3 334° 0.265 miles. 
No. 4 328° 0.355 miles. 


None of the buoys are lit and all are of the same rust colour. 

The chart shows the shelf off Pta. Fortaleza extending into the 
channel but with the movement of the buoys this is no longer the cay 

The leading lights give a line slightly to the East of the centre of, 
buoyed channel. 


Pilots: The ETA will be passed to the Pilots by the Agents. 

There is VHF communication with the pilot office but once he 
the office to come to the vessel there is no further communication, 

Channel 16 is used exclusively for communications. 

There have been a number of changes recently in the pilots ang; 
March 1989 Pilot Domingo proved competent both entering and leaving 

The Pilot boards from a small fibreglass boat as close to the buoy 
as the vessel is willing to come. q 

Wait until the boat is seen crossing the harbour before approach 
too close as it can take a long time from the Pilot advising that he is» 
his way until the boat reaches the channel buoys. 


Tugs: There is no tug available at this port. 


Current: There is usually a strong set to the West when approaching» 
to the wreck and Owen Rock but on occasions this can be reversed ay 
an Easterly or Southerly set experienced. 


Entry and Departure at Night: Not recommended, none of the lights 
reliable and the buoys are often not clear on radar due to clutter. 
There are no lights on the old pier and vessels berthed there a 
usually in darkness. 
The lights on the new pier are confined to the walls of the cargo she 
which is at the landward end of the pier. 
There were 2 floodlight towers on the new pier, both are damage 
and not working, the closest one to the end has now been demolishe 
The Pilot advised that entry and departure is in daylight only. 


Berths: The Eastern, “Old Pier”, is in poor condition with the end come 
bollards either missing or damaged. 

The length of this pier is approximately 115 m. 

The Eastern side of this pier has a line of steel pilings approximate, 
2m. from the side of the pier, these pilings are in very poor condite 
due to corrosion and damage. An attempt has been made to fender tte 
tops of the pilings with tyres but most have slipped and afford litt 
protection. 

The chart shows some 5.1 m. alongside this pier but the Pilot ha 
advised that there is 29 ft. (8.8m.) there, and no problems wet 
experienced berthing there with a draft of 7.75 m. on one occasion. 

The Western, “New Pier”, is in fairly good condition with fenderings 
the East and West sides. 

The usual grain and feed berth is the outer end of the East side’ 
this pier, but on Mondays this is reserved for the passenger vess 
‘Caribe’ which arrives at about 0800 hrs. and sails around 1700 
Any vessels on this berth are moved off either to another berth’ 
available or out to sea. 

There is about 31 ft. 6 in. of water alongside at this berth (9.6 m)# 
a vessel of this draft was seen struggling to get alongside and eventual 
managed. 

The alternative berth is the West side of the New Pier, and the Pir 
reports that there is 23 ft. of water alongside (7.01 m.), this was the bet 
used on this occasion and no problems were experienced berthing Ww" 
drafts of 5.01 m. forward and 6.12 m. aft, the echo sounder showit 
clearance under the keel. 

There is much less water at the landward end of this pier. 

The outer 30 m. of this berth is used by small container vessels # 
there is timber strengthening for their mobile crane over this afé 
making it useless for any other discharging operations. 


Depths: The depths are not as charted and the water gets shallow! 
the West of the leading line. The bottom is soft mud and the harbor 
appears to be silting up from the Rio San Marcos. Depths, particulé 
to the West side of the harbour, are doubtful. 


General Weather: Early morning it is usually calm with the we 
increasing from the East throughout the morning becoming stronges'’ 
the late afternoon. 

There is sometimes a swell in the port, but this usually doesn't af’ 
vessels berthed alongside. 

Expect rain at all seasons, usually in very heavy downpours. 


Fresh Water: This is available from the dock, although sometimes diffio? 
to get, especially at weekends, even though the hydrants on the 0? 
are continuously running and stevedores open up the hydrants to we 
Provisions: Available and of reasonable quality and price. 

General chandlery and working stores are almost impossible to 0bi@” 
Courtesy Flag: This must be the plain flag, not defaced with the 0 
of Arms. 

Load Line Zone: Puerto Plata is just inside the Tropical Zone but 
16th July to 31st October the Summer Zone is entered after 16 ™ 
(Northbound). 

Port Authorities: The authorities will board on arrival with the Age 
usually 7 to 10 people. A search of the vessel and accommodation! 
carried out for contraband and stowaways before the vessel is clee® 
inwards. 

A further search is carried out before departure and before " 
clearance is issued. These searches are usually only formalities 4 Ld 
port. 


ts: Ship's standard forms are accepted. 
+ copy Maritime Declaration of Health. 
g copies Crew List. ; : ‘ 
g copies Passenger List (Nil declaration required). ; 
g copies Arms and Ammunition List (Nil declaration required). 
Stores List. 
s Crew Effects List. 

g copies of a Stowaway List are required if vessel has any on board. 
stowaways: Stowaways are a problem in spite of the patrolling guards. 
the port security fence has been removed over a distance of a few 

ndred metres, although the gate is always closed and guarded, 

al stowaways will swim out to ships from the beaches. 
Sommunications: All arrival messages are sent to Santo Domingo office 
relayed whether by telephone or public telex to Puerto Plata. 

The telex and telephone system in the Dominican Republic is often 

order. 
ane Labour: Available at negotiable rates, about U.S.$12.00 per day, 
put before any work is started permission must be obtained from the 
comandante del Puerto. The request for permission must contain the 
sames of the prospective employees and is stamped by the Official and 
to the dock guard. 

Syndicate employees are charged at about U.S.$25.00 per day. 

Search the vessel well after they finish work and before sailing as 
casual workers could be potential stowaways. 
cargo Work: Discharging of ground nut pellets is by grabs on ship's 
canes into hoppers on the dock and taken away by lorries. 

The holdups are all due to lorries and although it is possible to work 
sound the clock there are usually no lorries available and work ceases 
spout 2100 hrs. each night, starting again at around 0800 hrs. 

The tonnage discharged is checked by truck weights. 

Total discharged 3,300 tonnes. 


Gross gang hours 155.75 Grossrate 21.19 t.p.h. 
Net gang hours 66.6 Net rate 49.55 t.p.h. 
Time lost: Lack of trucks 49.5 hours 

Rain 37.8 hours 

Breakdown 1.8 hours 


The trucks used are small general purpose vehicles carrying about 
{5 - 20 tonnes each and on some occasions only one truck was 
available to serve the two gangs working. The Agents are the stevedores 
tut they do not supply the trucks. 

Shore Passes: Shore passes are issued by Immigration on arrival and 
should be carried, but generally they are not asked for by the gate 


ards. 

Fopatriation: There is an international airport close to Puerto Plata used 
mainly to fly tourists into the hotel complex some 20 km. out of town. 

Baggage and personal effects are cleared by Customs at the dock 
and it can take up to 8 hours to complete formalities. 

Local agents have difficulty in obtaining flights, and on one occasion 
aChief Engineer after waiting for 5 days caught the next managed vessel 
pack to the U.S.A. for repatriation. On another occasion, a crane 
engineer discharged here was lost to his Company for two days. 


AUTHORITY: Comandante del Puerto. 
AGENT: See “General” before first port. 


RIO HAINA: 18.25 N. 70.01 W. 


See “General” before first port. 
PILOTAGE: Pilot boards from small boat flying a flag with a white “P” on 
ablack background, about 1.0 mile from harbour entrance. Contact Pilot 
on 2738 or 2638 and Channel 16 VHF. 
RESTRICTIONS: It is recommended to sail during daylight only. 
MAX. SIZE: Max. draft 30 ft. 6 in. 
TUGS: 2 tugs, 1,200 h.p. and 850 h.p. 
BERTHING: 12 berths available. Vessels going to load sugar swing 
side the harbour with the aid of a tug, and berth starboard side to the 
quay. Ship's gangway is recommended. There is sometimes quite a 
Swell running inside the harbour. The port anchor is used for berthing 
and unberthing. 
LOADING: Sugar is loaded by 3 mechanical loaders which are fixed so 
‘hat large vessels are required to shift along the quay to load in end 
hes. Loading rate is quoted as being 350 t.p.h. Cargo quantities are 
gven in short tons. 
At least one beam has to be removed from each hatchway to allow 
ader to enter. 
gpessible to load 8,500 ton vessel within 24 hours. 
: ECIALISED CARGO HANDLING FACILITIES: Roll-on/Roll-off 
pa on East bank of river. Container gantry crane available. Mobile 
pet ean for container and bulk cargo discharge, maximum 
ons. 
TANKERS: CBM operated by Refineria Dominicana de Petroleo, S.A. 
SH WATER: Shipmaster’s Report: October 1982. Fresh water can 
rs Supplied alongside fertiliser plant and container quay only, ship's 
FUEL oe: Fresh water also available by truck. 
REDa; Fuel oil, diesel and intermediate fuels available by truck. 
AIRS: Minor repairs in Santo Domingo. 
rs WgLOPMENTS: Berth under construction. On completion there will 
m. of berthing space for 3 Ro/Ro vessels. 
tainer berth under construction, length 520 m. 


(See Plan) 


DOMINICAN REPUBLIC 


SHIPMASTER’S REPORT: March 1984. 

Four Buoys have been installed in front of the entrance to the port 
and are not in line with the leading lights when entering. On the starboard 
side there are 2 red buoys (Fl. red) and on the port side 2 black buoys 
(Fl. green). 


SHIPMASTER’S REPORT: March 1989. 
Approaches: BA. Chart No. 471. 

The approaches are as shown on the chart and in the sailing 
directions. 

Both breakwaters are in ruins. 

The buoys are unlit white drums, 3 to the East side of the channel 
and 3 and one half to the West side (the inner buoy on the West side 
has been partly destroyed), the buoy positions are not as charted. 

Vessel approaches from the South on a course of 349°, with a group 
of 4 chimneys just to the port side of the mast. With the wind in the right 
direction, the smoke from these chimneys will hide the buoys until quite 
close. 

The leading lights are in position but are difficult to see, especially the 
rear one, it is just as well not to use these as the leading line they give 
goes over the end of the Easterly breakwater. 

When the buoys can be clearly seen, adjust course to line them up 
on each bow. 

Pilots: Pilot boards from a large launch as close to the buoys as vessel 
is willing to come. They have VHF with working on Channel 12 and will 
poke when to approach. The pilots employed on this occasion were 
efficient. 

Night Navigation: The port is closed from 1900 hrs. to 0700 hrs. as most 
of the lights are not working, also the buoys are unlit and are very poor 
radar targets. 

Delays: Movements start at 0700 hrs., and depending on the number of 
vessels arriving and sailing, delays of 3 to 4 hours can be experienced 
awaiting turn for pilot. 

The Agent seemed either unable or unwilling to say how vessels are 
given priority for movements. 

Tugs: There are good tugs available in the port and the Pilot will advise 
on their use. 

Berth: The berth used on this occasion was just inside the breakwaters 
on the East side and consists of 2 piers and 3 dolphins, overall length 
approximately 160 m. There is good fendering on all except one of the 
dolphins (See “Plan’’). 

Vessel berthed starboard side to and worked Hatch No. 1 first, so it 
was necessary to run lines from the stern to a bollard on the breakwater. 

The breakwater is in poor condition along its inside face and the bollard 
is hidden behind a jumble of boulders but on inspection appears to be 
well secured although displaced. 

Long lines are needed to reach this bollard and it is possible that 
2 lines may have to be joined, although they can remain in place when 
working Hatch No. 3 it is better to move them up to the Southern dolphin. 

A dredger is working in the harbour with a floating pipeline going 
ashore just to the North of the Northern dolphin (See “Plan’”), this 
pipeline and dredger seem to be a permanent fixture and to work Hatch 
No. 4 starboard side to, the pipeline would have to be moved. 

Working Hatches No. 1, 2 and 3 starboard side to, causes no problems 
if the headlines are taken to the bollard ashore when working No. 3, but 
working Hatch No. 4 would require good weather conditions as all head 
lines would be leading astern. 

Port side to working Hatches No. 3 and 4 would not be difficult but to 
work Hatches No. 1 and 2 the pipeline would have to be removed for 
safety of the rudder. 

Preferable if using this berth to use Hatches No. 1, 2 and 3 only, 
although No. 4 can be worked with the vessel starboard side to. 

When working Hatch No. 3 starboard side to, have fenders rigged for 
the fenderless dolphin. 

The crane works from the dolphin at the end of the curved pier but is 
left in the charted position when not working. 

Crane S.W.L. is 6.3 tons at 25 m. radius. 

Vessel is positioned alongside with the Southern edge of the crane 
dolphin about 2 m. forward of the aft hatch coaming. Instructions from 
the dock are only that the vessel is required ahead or astern, no estimate 
of distance is ever given. Work is in progress on the corner of the dock, 
breaking down the face to insert new piles and reface the dock, if the 
dockside bollard is removed only Hatches No. 1 and 2 could be worked 
starboard side to and the vessel turned round for Hatches No. 3 and 4. 
Cargo Working: The shore crane discharges using clamshell grabs into 
a hopper situated on the other pier. This is a three section hopper, two 
sections for trucks and one direct to a conveyor belt to the grain silo. 

Discharging rate is good, provided trucks are available and a net rate 
of 177.42 t.p.h. was achieved for 3,300 tonnes of ground nut pellets 
discharged from 2 hatches. 

Fresh Water: Available. Delivered alongside in tank trucks. 
Port Officials: See “Puerto Plata”. 

The bond locker is not sealed. 

On the first evening after berthing, a gentleman appeared requesting 
the Vaccination List, as one hadn't been prepared he was asked to 
return next day. The lists were prepared but he never returned. 
Departure Clearance: A search of the vessel, including accommodation 
and engine room is made by 6 port guards, each of which requires a 
crewman to accompany him. 

This search is thorough and worthwhile as stowaways can easily get 
on board from the beach without having to enter the docks through the 
gate. 

When the search is complete, clearance is issued. 


AUTHORITY: Autoridad Portuaria Dominicana, Margen Oriental, Puerto 
de Haina. Tel: (809) 535-7940. FAX: (809) 535-8926. 


AGENT: See “General” before first port. 
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SAN PEDRO DE MACORIS: 18.30 N. 69.12 W. 


See “General” before first port. 

PILOTAGE: ETA required 24 hours before arrival. Pilot meets vessels 
0.5 miles from buoy. Pilot Radio Station frequency is 2738 and 2638 
also VHF Channel 16. In the event of bad weather vessel should remain 
3 miles South of the buoy. Pilot boards from small unmarked motor boat. 
ANCHORAGES: One mile South of the lighthouse; depth 60 ft. 
RESTRICTIONS: Channel depth 28 ft. Up to 480 ft. length, no 
restrictions. Arrival is preferable during daylight hours. Departure 
daylight hours only. 

MAX. SIZE: Vessels of 600 ft. length have berthed alongside. Draft up 
to 27 ft. maximum. 

Larger vessels leaving port after loading may require to use port 
anchor to manoeuvre around sharp bend in buoyed channels just inside 
harbour entrance. 

HEALTH: In case of illness or death on board, send a cable before 
arrival; doctors available. 

RADIO: Radio Station, frequency 2738, call Radio Pilot de San Pedro 
de Macoris. 

TUGS: Compulsory. Tug joins vessel inside the port — 150 ft. from the 
quay. One tug 500 hp. 

BERTHING: Quay No. 1, 900 ft. long, 25 ft. depth; Quay No. 2, 600 ft. 
long, 25 ft. depth; Quay No. 3, 600 ft. long 24 ft. depth. 

Large vessels arriving to load swing inside the harbour using starboard 
anchor and berth port side to quay. At a later date barges are placed 
between the ship and quay, to permit greater draft, and Pilot receives 
extra payment for doing so. Use of gangway is recommended. 
LOADING: Vessels loading sugar use ship's gear and ship has to supply 
rope slings. The chains on the centre sections of MacGregor hatches 
are broken, and a gap of about 2 ft. made, through which the bags of 
sugar are bled into the holds at the rate of about 220 tons per gang per 
day. Only 6 bags per sling are lifted at a time. Stevedores cover hatch 
openings with tarpaulins when loading is completed for the day. They 
will make up any extra slings that are required if ship supplies rope. 
TANKERS: Oil line diameter 8 in. Max. pressure 60 p.s.i. 

FRESH WATER: Available. 

FUEL: Supplied by truck. 

CONSULS: Great Britain Vice-Consul only. Others at Santo Domingo. 
REPAIRS: Minor repairs only. 

GANGWAY/DECK WATCHMEN: Available. 

OPENING/CLOSING HATCHES: Crew. 

CUSTOMS ALLOWANCES: Only sufficient for port consumption. 
Allowed take only 2 open packets cigarettes ashore. 
REPATRIATION: Can be arranged. 

AIRPORT: Airport is located at 40 km. distance. 

TELEPHONES: No telephones on board. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Required. 

REGULATIONS: Rat guards to be fitted on all ropes. No boats to be 
lowered without official permission. 

AUTHORITY: Comandante de Puerto. 


AGENT: See “General” before first port. 


SANTO DOMINGO: 18.28 N. 69.53 W. 


See “General” before first port. 

PILOTAGE: Pilot arranged by Agent on basis of Master's advance notice 

of ETA. Pilot and Agents can be contacted by radio telephone, frequency 

2738, 2182, and 2638 kHz. Pilot boards 1.5 miles off breakwaters. Pilot 

also on VHF Channels 12 and 16. 

ANCHORAGES: Deep water anchorage available outside port. Pilot will 

advise best location. 

RESTRICTIONS: If draft over 24 ft., Master should advise Agent before 

arrival. Berthing after dark not advisable for petroleum and grain berths. 

MAX. SIZE: Length over 650 ft. inadvisable. Max. draft 30 ft. 06 in. at 

grain berth, 29 ft. for tankers at 28 ft. at general cargo berth. 

HEALTH: Pratique granted after Health Authorities have boarded and 

cleared vessel. In case of disease aboard notify Agents before arrival. 

Pratique is automatic when proceeding from another port in the same 

country. 

RADIO: When within range, Santo Domingo Radio. 

TUGS: Join vessel inside port. Ship's lines used. 2 tugs available, 

1,200 h.p. and 800 h.p. 

BERTHING: 7 berths for vessels up to 600 ft. length. Depths 18 ft. — 28 ft. 
Daylight berthing only for vessels proceeding to private Tallow/Soda 

terminal and Cement Wharf. Mobile cranes up to 80 tons capacity 

available. 

BRIDGES: Vessels proceeding up river, height limited to 95 ft. above 

waterline. 

STEVEDORES: ETA's required 24 and 12 hours before arrival to 

arrange gangs. 

MEDICAL: Medical attention can be arranged after vessel is cleared, 

preferably ashore. 

TANKERS: One berth, draft 29 ft., at Sans Souci. LPG facilities under 

construction. 

DENSITY: Brackish inside harbour. Effect of tide negligible. 

FRESH WATER: Pipe-line alongside berths. Ship's hoses used. 

FUEL: Fuel oil, intermediate fuel and diesel available ex-tanker berth. 

At other berths by truck, but very expensive. 

CONSULS: All Consuls at Santo Domingo. 

REPAIRS: Minor repairs only. 

pe — K: Can accept vessels up to 320 ft. long, 50 ft. beam and 

17 ft. draft. 
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GANGWAY/DECK WATCHMEN: Compulsory gangway watch key 
Customs guards. , 
OPENING/CLOSING HATCHES: Performed by crew or stevedorg 
CUSTOMS ALLOWANCES: Bond stores are sealed. 
REPATRIATION: Can be arranged. 

AIRPORT: Distance, 26 km.; served by regular airlines with Numer, 
flights daily. 

POLICE/FIRE/AMBULANCE: Police, San Domingo 682.3) 
Ambulance, San Domingo 682-4288; Fire, San Domingo 682-200) 
TELEPHONES: No connection to vessels. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Shore passes are provided by Immigraty 
Authorities. 

GENERAL: No boats to be lowered without official permission, 
DEVELOPMENTS: Santo Domingo's Sans Souci Tourism Whar, Phas 
1, is now under construction on the Eastern side of Santo Domniny 
harbour. 

Phase 1 of the project comprises the construction of a dock wit 
platform measuring 250 m. in length by 31.40 m. in width. Totally ma 
out of precast prestressed concrete members, it is designed, 
accommodate simultaneously two 20,000 metric ton displacem 
passenger ships or one of 50,000 metric tons. Besides the dock its: 
there is a 20,000 sq. ft. passenger terminal building to be built wh 
will be equipped with all the services and facilities necessary to aly 
cruises to originate in the new port. 

Also under construction is a 1,000 metric ton potable water reseny 
with a 50,000 g.p.h. pumping station. 

The site selected, the Eastern shore of Ozama River, is 15 minus 
by car from Santo Domingo’s Las Americas International Airport. 

The entire harbour will be dredged to a minimum depth of 35 ft. bely 
mean sea level. 

The Sans Souci Tourism Wharf completed. Depth 28 ft. 

Phase 2 and Phase 3 consist of berthing facilities for one 20,0 
metric ton displacement passenger ship each; construction of thes 
additional berths has not yet been ordered by the Government. 
AUTHORITY: Comandante de Puerto. 


AGENT: See “General” before first port. 


NOTES 
Please also advise Shipping Guides Ltd. 


ecuador 
GENERAL 


. PORTING: 
snipmaster's Report: January 1989. 
The following telex was received whilst on passage to Ecuador. 
REPORTING SYSTEM IN ECUADORIAN WATERS 
Resolution 088-87 — Comando de Guardacostas (COGUAR). 

As per 1st July 1987, all vessels have to comply with Resolution 088- 
37, published Registro Oficial 8/6, i.e.: f 
“fo report to Coast Guard (COGUAR) via coastal station “Guayaquil 
aadio” (HCG) on international frequencies MF and HF: 
amival (FR), Position (PR), Sailing (SP), Passing (Paso Inocente) (WP) 
with following formats: 


(See Plan) 


ARRIVAL: 
TR (for arrival). 
(b) Vessel's Name/Flag/Call Sign. 
(c) Date + Local Hour. (6 figures) 
(d) Last port. 
eo — 
* Actual course. (3 figures) 
(g) Speed in knots. (2 figures) 
(h) Next port. ] (Ecuador) 
() ETA Ecuadorian Port. (Day/Hour/Min. — 6 figures) 
SAILING: 
ipre| 
- gp. (for sailing) 
(b) Vessel’s Name/Flag/Call Sign. 
(c) Date + Local Hour. (6 figures) 
(d) Next port. 
(e) 4 — for Lat. (N or S) + 5 figures for Long. 
(E or W). 
(f) Actual course. (3 figures) 
(g) Speed in knots. (2 figures) 
(h) Last port. 
(i) ETA next port. 
POSITION: 
Shiprep 
(a) PR. (for position) 
(b) Vessel’s Name/Flag/Call Sign. 
(c) Date + Local Hour (6 figures) 
bile 
(e) 4 figures for Lat. (N or S) + 5 figures for Long. 
E or W). 
(f} Actual course. (3 figures) 
(g) Speed in knots. 2 figures) 
oe 
hi 
PASO INOCENTE: 
Shiprep 
(a) WP. (for paso inocente) 


(b) Vessel’s Name/Flag/Call Sign. 

(c) Date + Local Hour. 

(d) Last port. 

(e) 4 figures for Lat. (N or S) + 5 figures for Long. 
(E or W). 


(6 figures) 


(f) Actual course. (3 figures) 
(9) Speed in knots. (2 figures) 
(h) Next port. 

(i) ETA next port. 


The timing for the messages has to be done as follows: 
FR — Entering the national waters, latest 12 hours before arrival at the 
rt 


port. 

SP - Immediately after sailing. 

PR — Twice daily, at 0800 hrs. and 2000 hrs. 

WP -3 oars before entering and 3 hours before leaving Ecuadorian 
waters. 


Scope/area involved according Resolution 088-87: 
Entering the 200 miles of territorial seas and the waters between the 
mainland and the Galapagos Islands. 


NON-COMPLIANCE WILL PROVOKE FINES 


DOCUMENTS: 
Consular Documents: 

n the port of origin of the voyage to Ecuador or in the last foreign 
port where there is a Consulate before the vessel's arrival in the country, 
he following documents are to be submitted to the Consul for approval 
on model forms DIMERC 100 to 107, in 5 copies: 

(a) Cargo Manifest. 

(b) Crew List. 

{c) Passenger List or “No Passenger” Declaration. 

(0) Intransit Passenger List or “No  In-Transit 

Declaration. 

() Ship's Stores List. 

') Crew's Effects Declaration. 

(9) Maritime Health Declaration. 

(h) Mail List. 

Original set of these documents remains on board the vessel, the 
Cate and triplicate are submitted to the Customs Administration, if 
refer to cargo, and to the Captain of the Port, if they refer to the 
Or passengers. The quadruplicate is sent to the Ministry of Foreign 
'S, and the quintuplicate remains in the Consuls files. 


Passenger” 


Supli 


Crew 
Atfai 


| 
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ECUADOR 


Prior to Arrival: 

Arrival Notice: 72 hours before the vessel's arrival in the pilot waiting 
area, the shipping agency shall submit to the Port Authority the arrival 
notice form, on a special port format or its own format, containing basic 
data on the vessel and the request for services (pilotage, towage, 
berthing, etc.). 

The vessel's arrival time should be communicated to the following 
authorities 24 hours in advance: Captain of the Port, Customs, Customs 
Police, Migration and Maritime Health. 

Information on cargo for the port: The agency shall submit to the Port 
Authority the following documents by the deadlines indicated: 

(a) General Import Cargo 24 hours before start of 

Manifest, in triplicate operations 

(b) Import Bill of Lading, At the time operations start 

complete set 


(c) Cargo Stowage Plan by hatch 24 hours before start of 


operations 

(d) Cargo List (breakdown of 24 hours before start of 
cargo) operations 

(e) Container Contents List 24 hours before start of 
operations 


48 hours before vessel's 
arrival in the pilot waiting 


(f) Dangerous Cargo List 


area 
(g) Tally books, 15 copies (must 6 hours before start of 
be true copy of Bills of operations. 


Lading and have an 
alphabetical index) 


On Arrival: 
On entrance of the vessel, the following documents should be 
submitted on DIMERC forms 100 to 107, which, although they follow 
LAFTA/OAS forms 1 to 6, differ from them in that they bear the seal of 
Ecuador and must satisfy the following requirements: 
Type of Documents Number and Distribution of Documents 
Captain Customs Migra- Maritime 
of Port Police DIMERC tion _—_ Health 


Basic Forms: Total 


1. General Declaration 1 2 
2. Cargo Manifest 1 
3. Crew Roll 1 
4. Passenger List (a) 1 
5 1 
6 
7 


trust 


1-11 
i——] 1 


. Ship's Stores (b) 
. Crew's Effects 
Declaration (c) - 
. Maritime Health 
Declaration (e) - 
8. Mail List ~ 
Additional Documents: 
9. Clearance Permit from 
Last Port 1 - - - - 1 
10. In-transit Cargo 
Manifest 1 1 1 - - 
11. “No Passenger” 
Declaration 1 
12. “No Passenger” 
Declaration or In-transit 
Passenger List 
13. Cargo Manifest (e) 
14. Crew List (e) 
15. Passenger List (e) 
16. Ship's Stores (b) 
17. Crew's Effects 
Declaration (c) - 
18. Maritime Health 
Declaration - 
19. Mail List (e) - 
20. Cargo Bill of Lading - 
21. Passengers’ Baggage 
List 
22. List of Unaccompanied 
Baggage or “no 
baggage list” 1 
(a) Does not indicate sex. 
(b) Has additional column for 
storage place. 
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2 - - - 3 
(c) Omit crew signature column. 
(d) One copy for the Postal Service. 
(e) With Consular visa. 


Prior to Departure: 

Before departure, a complete set of the general export cargo manifests 
and a complete set of the export loading bills of lading are submitted to 
the Port Authority. 

Clearance of vessel shall be requested from the Captain of the Port 
on a special form, which is submitted in 2 copies, each of which is to 
be accompanied by the following documents: 


General Declaration 1 
Crew List 1 
List of Passengers or “No Passenger” Declaration 1 
Stores List 1 


The Captain of the Port returns to the ship the original clearance 
permit, duly certified, and retains one copy for his file. 

In addition, 2 hours before departure, a clearance form must be 
submitted to the Customs Police, and a list of embarked passengers or 
a “No Passenger” declaration and a list of crew changes is to be 
submitted to Migration. 


PRATIQUE: Radio Pratique is not normally granted. Notice of arrival 
should be given at least 24 hours prior to arrival to Radio Naval 
Guayadauil, call sign HCG. Listens on 500 kHz, 8,385 kHz and 8,320 kHz. 
Answers back on 8,472 kHz and 8,475 kHz. 
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The message should read as follows: 
CAPUERTO 
MEDICO SANIDAD 
ADMINISTRADOR ADUANA followed by name of port 
IMMIGRATION 
“vapor...1...2...procedente ...3...no enfermos abordo, no 
explosivos, no pasajeros para. ..4...pasajeros entransito...5... 
tons carga para descargar ...6.. . sacos correo para descargar eta 
boya...7...agencia...8...9... Capitan. or in translation (original 
must be sent in Spanish). 
SS...1...2...from...3...no sick on board, no explosives, no 
passengers for Guayaquil (or name of port) . . . 4. . . passengers in 
transit... .5... tons cargo to discharge . ..6. . . bags of mail to unload 
ETA Sea Buoy ...7...Agency...8...9... Captain. 
. Name of the vessel. 
. Nationality of the vessel. 
Last port and port of call. 
. Number of passengers in transit (logically, if there are passengers 
for the port call, instead of saying (no pasajeros para . . . the correct 
number would be indicated). 
Number of weight tons of cargo for the port. 
. Number of bags of mail. 
. Estimated hour of arrival at Sea Buoy, or Buoy No. 1 off Data. 
. Agent's name. 
. Master's name. 

The same message should be sent to the ship's Agent. 

When quoting arrival times use GMT or Ecuadorian Time (GMT minus 
5 hours). Summer time is not kept. 

The boarding party usually arrives on berthing. 

The Vaccination Certificates should be ready in the same order as 
the Crew Lists. 

FLAG: The national flag has yellow, blue and red horizontal stripes. The 
yellow is twice the width of the others. Government vessels show the 
National Arms in the centre of the flag. 

All He vessels will fly the flag from the highest mast. 

PILOTAGE: Pilotage is compulsory for all vessels over 500 tons gross. 
Vessels should await the Pilot off the Sea Buoy at all ports unless 
instructed to the contrary. The Pilot must be requested by the Agent at 
least 12 hours in advance. They are available 24 hours a day, every 
day of the year. 

STEVEDORES: The stevedores are drawn from the 4 respective unions 
in rota. The foremen are generally selected by the Agent. Tne same 
gang will work the ship until completion, working around the clock if 
necessary. Gangs will start work at virtually any hour. 

Opening and closing of ship's hatches is undertaken by the stevedores 
and also the rigging of gear. Even though the stevedores receive 
payment for rigging anyway, it is advisable to use the ship's crew. 

Cold fresh water and lavatories must be made available to the 
stevedores. 

Tally clerks are selected in a similiar way to the stevedores. 
WATCHMEN: 1 or 2 Customs guards will remain on duty, nevertheless 
the use of watchmen is advised. 

GARBAGE: Before docking all vessels should cover all discharge points 
to prevent material or water being deposited on the quayside. The 
dumping of any waste is strictly forbidden except in an emergency. No 
oil may be dumped within 50 miles of the coast, and Ecuador strictly 
enforces the Anti-Pollution laws. 

RAT GUARDS: These must be placed on all mooring lines while the 
vessel is in port. This rule is strictly enforced. 

FIRE DRILL: Periodical fire drills are held. The signal is 6 short blasts. 
Smoking on dock is prohibited, and cigarettes must not be thrown 
pe port holes. 

CREW: Shore leave is permitted except at the tanker berths. Each man 
must carry an identity card. It is difficult to sign on a foreign crew member 
in Ecuador, unless he has been left behind by another company vessel. 
A visa is not required for replacements arriving from abroad, but the 
crew member must have a Passport or Seaman's Book, together with 
a letter from the ship operator stating name of vessel to be joined. 

In declaring personal effects, all new purchases must be listed, as 
well as electrical devices, typewriters, sextants, etc. 

The Master has the right to issue or annul boarding passes if he has 
the approval of the Port Authority. 

As a rule visitors are not allowed entry to the Port Area, although 
special permits are given to certain vendors. They may come on board 
solely at the discretion of the Master. 

PIRACY: Acts of piracy have taken place on vessels alongside in the 
Port of Quayaquil. 


POs 


CONAN 


BALAO TERMINAL (Esmeraldas): 01.02 N. 79.44 W. 
(See Plan) 


LOCATION: The Terminal Petrolero de Balao is comprised of the area 
between the following geographical co-ordinates: 

Lat. 00° 55’ 00” N, Long. 79° 40’ 00” W. 

Lat. 01° 04’ 00” N, Long. 79° 40’ 00” W. 

Lat. 00° 55’ 00” N, Long. 79° 46’ 00” W. 

Lat. 01° 04’ 00” N, Long. 79° 46’ 00” W. 

The Terminal Petrolero de Balao consists of 2 mooring areas: The 
SBM area for loading crude oil; and the TEPRE area for loading refined 
products. 

The terminal has a storage area for crude oil situated on a hill 180 m. 
above sea level made up of 9 storage tanks that constitute the final leg 
of the Trans-Ecuadorian Oil pipeline. 


572 


Each of the tanks has a 332,000 barrel capacity (or 13,524) 
gallons, 42 gallons per barrel). The tanks are 18 m. high and 60m, 
diameter. 

Manifolded to each tank are 2 pipes that gravity feed the SBM's. 0, 
is 42 in. in diameter and the other 36 in. 

The Offshore Terminal at Balao is made up of 2 SBMs nominated» 
and “Y” Buoys and a terminal for refined products (TEPRE). 
Relative Location: “X" Buoy (SBM — West) designed for ships wy 
100,000 d.w.t., is located 4.5 miles N.W. of the mouth of the Es: 
River (Rio Esmeraldas). “Y" Buoy (SBM — East), designed for Shipgy 
to 100,000 d.w.t., is situated 3.3 miles from the coast at its Closest po, 
and 1 mile on True bearing 081° from “X" Buoy. Both are at a minim, 
depth of 120 ft. LWS. 

Tankers with a maximum of 1,000 ft. between perpendiculars , 
maximum beam of 135 ft., and a maximum draft of 52 ft., can moo, 
the buoys. There should be between 400 ft. and 525 ft. between », 
bow of the tanker and the underwater manifold. 

The TEPRE area is composed of a Conventional Buoy Moore, 
System (CBM), and forms a parallelogram with an East-West axis. 

The mooring facility can receive ships between 6,000 d.w.t. » 
40,000 d.w.t. A tolerance of 10% less for ships in the lower range, 
provided for. The minimum depth of available water is 16 m. DLWS 
the greatest admissible draft that will not cause damage to 4 
underwater installations is 12 m. 

Geographical Location: 
SBMs: 


Buoy “X” (SBM — West) Lat. 01° 02’ 03” N., Long. 79° 42’ 57" W. 

Buoy “Y” (SBM — East) Lat. 01° 02’ 12” N., Long. 79° 41’ 52” W. 
Terminal for Refined Products (CBM): 

Buoy A — Lat. 01° 01’ 5” N., Long. 79° 40' 7” W. 

Buoy B — Lat. 01° 01’ 5” N., Long. 79° 40’ 5” W. 

Buoy C — Lat. 01°01’ 3” N., Long. 79° 40’ 5” W. 

Buoy D — Lat. 01° 01’ 3” N., Long. 79° 40’ 5” W. 


DOCUMENTS: For the official reception of the vessel, the Py 
Authorities, presided over by the Superintendent and Shipping Ager 
will come aboard immediately upon arrival of the ship. In order toh 
declared in Free Pratique, the tanker must have the following documen 
ready: 

Sailing documents from the last port of call. 

Crew List (4 copies). 

Declaration of Stores. 

Declaration of Personal Effects of Crew Members (2 copies). 

List of Passengers (6 copies). 

Cargo Manifest (4 copies). 

Bill of Lading (2 copies). 

General Declaration (5 copies). 

Ship's Register. 

TOVALOP or P&I Insurance. 

PILOTAGE: Pilotage is compulsory. The ship will approach to a distan 
of 1.5 miles North of Buoy “X”. 

According to Ecuadorian law pilotage is mandatory and Masters mu 
obey all Statutory Laws and Regulations such as: The Code of Maritin 
Police; the Pilotage Regulations; and the Operations Regulations for 
Terminals. 

The following dispositions must also be followed: 

(a) The officer responsible for boarding and putting ashore the Pir 
is the officer on duty. 

(b) lind vessel must have an accommodation ladder and/or a pit 
adder. 

(c) The length of the ladder must not exceed 30 ft. If the distant 
between the water level and the access point to the main ded 
is greater than 30 ft., a combination of one section of pilot ladd 
and another of accommodation ladder must be used. 

(d) The pilot ladder must be properly secured and placed on bt 
sides of the vessel. 

(e) At night the pilot ladder and its immediate vicinity must * 
adequately illuminated. 

(f) The top of the ladder must be so arranged that the Pilot @ 
safely pass on to the deck of the vessel. 

(g) The ladder must be maintained in good condition and its mg 
must remain horizontal upon boarding and going ashore. Tr 
surface of the rungs must be rough. 

(h) The ladder must be stable in such a way that each step resis? 
the side of the vessel and with spacers placed at least every 10' 
in order to prevent the ladder from turning. 

(i) Nylon ladders must not be used. 

Pilotage Area: This area is within the following co-ordinates: 

(a) Lat. 01° 00’ 00” N., Long. 79° 40’ 00” W. 

(b) Lat. 01° 00’ 00” N., Long. 79° 46’ 00” W. 

(c) Lat. 01° 04’ 00" N., Long. 79° 40’ 00” W. 

(d) Lat. 01° 04’ 00” N., Long. 79° 46’ 00” W. 

The waiting area, the anchorage area and the berthing area # 
included in this zone. 

The Waiting Area: The area to wait for the Pilot is 1 mile North? 
Buoy “X". 

The Anchorage Area: The vessels that must anchor upon arrival ¥ 
proceed to the waiting area 1.5 miles North of Buoy “X” (SBM — We 
and with the Pilot on board will navigate to the anchorage area betwee" 

(a) Lat. 01° 00’ 30” N., Long. 79° 44’ 00” W. 

(b) Lat. 01° 00’ 30” N., Long. 79° 46’ 00” W. 

(c) Lat. 01° 02’ 00” N., Long. 79° 44’ 00” W. 

(d) Lat. 01° 02’ 00” N., Long. 79° 46’ 00” W. F 
Operation Area for Tankers: This area, where mooring Buoys “X" &* 
“Y" are found, is located between: 

(a) Lat. 01° 00’ 00” N., Long. 79° 40’ 00” W. 

(b) Lat. 01° 00’ 00” N., Long. 79° 44’ 00” W. 

(c) Lat. 01° 03’ 00” N., Long. 79° 40’ 00” W. 

(d) Lat. 01° 03’ 00” N., Long. 79° 44’ 00” W. 


: SBM Lights: 
eristics: 
. Cnr CSB — West) Buoy “Y" (SBM — East) 
es Amber Light Amber 
ug 1.2 secs Flash 0.7 secs. 
Derk 6.8 secs Dark 0.3 secs. 
period 8.0 secs Period 1.0 sec. 
gange 5.3 miles Range 5.3 miles 
ughts at the terminal for refined products: 

Light Yellow 
Flash 1 sec. 
Dark 3 secs 

4 secs 

5 miles 


{pPROACHING: The most outstanding sights approaching Balao are: 
the Coquito Lighthouse, located 2 miles West of Punta Este (entrance 
4 Rio Esmeraldas); the crude storage tanks in Balao on a hill (186 m. 
spove sea level) visible from approximately 20 miles; and Punta Gorda, 
a craggy rise situated approximately 4.4 miles S.W. of Punta Coquito. 
The prominent points are easily detected by radar. : ; 

From Punta Las Palmas to Punta Gorda the coast consists of cliffs 
and small valleys for about 5 miles in a West by S.W. direction. 

Pynta Gorda, a craggy rise with nearby cliffs, has a reef that extends 
salt a mile offshore North of the point. From Punta Gorda to Punta Sua, 
apout 9.5 miles East by S.E., the coastline is low except for the cliffs 
dose to Punta Gorda. 

ANCHORAGE: While awaiting berthing at the offshore terminal ships 
can anchor in the following area: 

(1) Lat. 1° 00’ 30” N., Long. 79° 44’ 00” W. 

(2) Lat. 1° 00’ 30” N., Long. 79° 46’ 00" W. 

(3) Lat. 1° 02’ 00" N., Long. 79° 44’ 00” W. 

(4) Lat. 1° 02’ 00" N., Long. 79° 46’ 00" W. 

MAX. SIZE: Maximum 100,000 d.w.t., max. load 100,000 tons/730,000 
opls., max. LOA 274.3 m., max. beam 39.6 m., max. draft 15.2 m., and 
max. distance aft/manifold 137.1 m. 

Therefore tankers up to a maximum of 100,000 d.w.t. will be moored. 
Acceptance of tankers’ dimensions and d.w.t. must be obtained in 
advance. 

RADIO/VHF: Vessels bound for Balao must advise their ETA to the 
Superintendencia and their Agents, 72 hours and 24 hours before arrival. 
The message must contain vessel's name, ETA, Master's name. 

The Pilots listen on Channel 16 (VHF) then change to Channel 14 
once contact has been established. 

The Terminal maintains a 24 hour watch on VHF-FM frequency 
156.800 MHz, Channel 16, with an approximate range of 40 — 60 miles, 
and HF radio from 0800 hrs. — 1200 hrs. on 8,291.1 kHz and from 
1200 hrs. — 1800 hrs. on 12,432.1 kHz. Once contact has been made 
with the tanker, either Channel 14 or any other channel designated by 
the radio operator will be used. 

TUGS: 5 tugs available, all radio equipped. 
| MOORINGS: (SBM’s): The SBMs “X” and “Y” have rotating tables on 
which the oil handling and mooring devices are mounted. These can 
tum in the direction of the tanker. 

The mooring ropes: Each buoy has 2 mooring ropes for securing to 

the bow and these are permanently attached to the buoy. Each rope is 
185 ft. long and 15 in. thick and is connected to 30 ft. of 2 in. chain that 
§ secured to the bitts of the ship with cable grommets and mooring 
shackles provided by the Terminal. 
TEPRE CBM: The underwater manifold is located 2.3 miles from shore 
althe end of the product pipeline. Its function is to distribute the products 
fom the dispatch lines to the tanker or to the product re-cycling lines, 
whatever the case may be. The underwater manifold does not have a 
dedallasting line. 

The tankers are loaded by underwater hoses connected to the product 
fading outlets on the underwater manifold. The hoses are hoisted 
onboard the tanker once it is properly moored to the buoy field. 

How the buoy field is secured: Stud Link grade U2 0.5 in. chain. 

Rupture Tension 223 tons. 
Working Tension 159 tons. 

Anchors: Conventional, according to design specifications 
‘ecommended by R.I.N.A. (Italian National Register). 

Each buoy is secured by a chain to the anchor in order to avoid 
displacement by wind, current, or the tension of the ship. They are 
anchored with enough weight to avoid drifting. 
3ERTHING: Mooring operations will take place during daylight hours 
under normal weather conditions. 

The unmooring operations will take place 24 hours a day. 

Mooring Turn (Arrival): Priority for tying up is determined by the ship's 
‘me of arrival in port. In any case, those that arrive first have priority if 
and when they have received authorisation from the Direccion General 
% la Marina Mercante y del Litoral to operate freely. 

Port derrick must be rigged and ready for use on arrival and 
‘essels should be warned that the weight of each hose is at least of 
stons under favourable conditions. This will be used to lift the floating 
seballasting/loading hoses as well as crates of materials that will be 

ered by a terminal tugboat at the anchorage before the mooring 
operations begin. 

For the mooring operations the ship must provide the following 
*ersonnel and materials, which must be ready on the foredeck: 


| ®rsonnel: 

| Chief Officer on deck 2 winch operators 
Boatswain 2 seamen to handle the ropes. 
Materials: 


2 winches that work 
Mooring lines 2.5 in. in diameter; 600 ft. long 
2 nylon mooring lines 1 in. x 10 ft. 
2 manila heaving lines 0.25 in. diameter x 30 ft. 
‘nylon or polypropylene mooring line 2.5 in. in diameter and 300 ft. 
9 centre astern. 
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Mooring: The approach and mooring of the tanker will take place with 
the aid of the Pilot from Balao and the Loading/Mooring Master from 
Petroecuador in accordance with the Operation and Tariff Regulations 
for Oil Terminals. 

When the vessel is at a reasonable distance from the berth, the 
mooring tugboat will take 2 of the ship's warping lines. Tie these to the 
mooring lines which are attached to the buoy and bring them on board. 
As the buoy ropes come clear of the water, it will be noted that chains 
are attached to them. These chains are to be secured to the bitts in 
such a manner that the nylon is outside of the external length of the 
ship so the chains absorb any chafing if the buoy lines cross the bow. 
There are 2 buoy lines. Power must be available at all times on all deck 
winches and windlass while the vessel is at the berth. 

A mooring line must be available aft, secured to the bitt and of 
sufficient length to enable a tug boat to pick up the eye and tow it off to 
re-position the vessel if necessary. 

Mean Time For Operations At The Terminal: Subject to the differences 
of each ship, the following times can serve as a guide: 


1. Approach to the buoy from anchorage 50 minutes 
2. Approach from waiting area 30 minutes 
3. Loading the equipment used for mooring and 

connecting the hoses 20 minutes 
4. Mooring 30 minutes 
5. Lifting and connecting the hoses 80 minutes 
6. Disconnecting the hoses 40 minutes 
7. Casting off from buoys 10 minutes 


8. Unloading personnel and equipment 25 minutes 
HOSES: Buoys ‘X’”’ and “Y’’: Lifting, connecting, disconnecting, 
lowering and other operations will be performed by a special team from 
shore under the Loading/Mooring Master's orders with assistance of the 
ship's deck officer. Port derrick must be rigged and ready for use before 
mooring operation begins. 

Members of the ship's crew will be required to operate the winch or 
winches. Particular care should be taken during the hose handling 
operation in order to avoid serious damage to the hoses, the plastic 
floats and buoys on the plate edges, rails, etc. 

BALLAST: Deballasting: The Terminal is not able to receive slops on 
shore, therefore its discharge is prohibited at present. Tankers can 
deballast by “Y"” Buoy. 

Vessels are to be equipped with clean segregated systems which are 
reserved for ballast only. Vessels so equipped will be permitted to pump 
segregated ballast overboard after being accepted and approved by 
shore inspectors. 

After the tanks have been inspected and approved by the Terminal, 
deballasting will commence under the supervision of the Loading/ 
Mooring Master. Upon completion the tanks will be inspected again and 
if ready for loading, a certificate will be signed by a representative of 
Petroecuador. 

For the water processing of ballasted tankers, the Balao Terminal has 
an adequate system that starts in the hoses of the buoys and passes 
through a submarine pipe going to a pre-separator, where it hits and 
separates: first the water of the hydrocarbons, then goes to a decantation 
pool, where it stays 48 hours and after goes to a final separator in which 
are collected the last traces of hydrocarbons and finally the clean water 
is drained to the sea. 

LOADING: Loading is through SBM’s which are 49.5 ft. in diameter and 
held, each one in position by fixed chains secured to piles sunk into the 
sea bed. 

Buoy “X” is equipped with a 750 ft. length and 20 in. self float loading 
hose which is manifolded to two 105 ft. length and 12 in. tail hoses. 
Buoy “Y” is equipped with a 20 in. hose and is manifolded in the same 
fashion as Buoy “X”. 

1. Loading ratio. Not withstanding greater capacity, currently the 
loading rate has been reduced to 32,000 bbis.p.h. at both buoys with a 
minimum of 10,000 bbis.p.h. and maximum pressure of 100 p.s.i. on 
land. 

2. Under no circumstances will the vessel be loaded at a rate greater 
than that requested by the Master. It is the Terminal’s responsibility to 
maintain the requested loading rate. 

3. The load-on-top system is accepted at this terminal and vessels 
are requested to arrive with slop tanks “settled out”. 

UNMOORING: The Loading Master will advise Balao Control the 
estimated time for the completion of loading and will ask for Official Pilot. 
Then, hose disconnecting operation is undertaken aboard ship. After 
the unmooring takes place, the tug boat comes alongside the ship to 
transfer all materials and personnel that have been used during the 
operation. Then the vessel will proceed to the anchorage area where 
anchored it will await loading and sailing documents. 

TEPRE OPERATIONS: Mooring and Unmooring at the Terminal for 
Refined Products: The Pilot on duty will be in charge of mooring and 
this will take place according to the wind and current conditions. 
Loading: Once the vessel is secured, loading will be directed by 
Petroecuador. For this, 1 Mooring and Loading Master, 2 divers and 
3 hosemen will come to the vessel and together with the ship’s crew, 
connect the hoses. 

Description of the Operation: Once the tanker's derrick is ready, a diver 
will dive to the ocean floor with a hook that will be attached to the hose 
of the product to be loaded. Once on deck, the hose will be connected 
to the ship's manifold. 

Loading Rates: 


Product Designed Rate Admissable Rate 
cu.m.p.h. cu.m.p.h. 
Gasoline 636 700 
Kerosene/Diesel 477 650 
Fuel Oil 800 1,400 
Discharging ashore 
with 1 or 2 Pumps (d.w.t.) 

Tanker 6,000 300 
Tanker 12,000 400 
Tanker 20,000 600 
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Fuel Oil 10 
Gasoline 10 
Kerex/Diesel 10 


Products: The products that are currently being loaded at the TEPRE 
terminal are: Gasoline, diesel, kerex and fuel oil. 

MEDICAL: The city has two hospitals: Hospital Delfina Torres de 
Concha and Hospital Franlin Tello Mercado. 

FRESH WATER: Available in limited quantities. If more than 200 tons 
are needed, this must be requested 72 hours in advance. 

FUEL: Limited availability and only in emergencies. 

CONSULS: Colombia: Calle Sucre s/n entre Piedrahita y Manuela 
Canizarez. Tel: 713-661. 

Chile: Calle Colon y 10 de Agosto. Tel: 710-045. 

France: Av. Eloy Alfaro y Salinas. 

Panama: Av. Kennedy 1100, Las Palmas. Tel: 710-370 and 711-180. 
REPAIRS: Only minor repairs can be carried out and this is with the 
exclusive authorisation of the Superintendencia. These must not 
jeopardise the safety of the vessel or the installations. 
REPATRIATION: Only if the person has all the necessary documents 
(passport, certificates, etc.). 

TIME: GMT minus 5 hours. 
SERVICES: Yagua General Services Ltd., Semarf Cia. Ltda. and 
Comapac can offer the following services: 
Launch services. Shipchandler. 
Water supply. Crewmember exchange, etc. 
Hospital medical attention. 

They could also be appointed as protecting Agent of any particular 
vessel. 

SHORE LEAVE: Considering local operating conditions, permission to 
come ashore is subject to the approval of Migracion y Extranjeria 
(Immigration) and must be requested by the vessel's Agent. 
Transportation must be provided by the Agent and subject to the rates 
established by the respective authorities. 

REGULATIONS: (Not all Regulations printed). Due to the fact that Balao 
is very close to Las Palmas, Atacames, Sua, etc., any pollution will cause 
serious damage to the beaches and fishing grounds. Therefore, ships 
are obliged to avoid any possible pollution of local waters that would be 
caused by pumping crude oil, diesel, or other fuels or oily mixtures from 
the engine room bilges. 

In the piloting area the traffic of small craft such as fishing vessels, 
coasting vessels engaged in cabotage is absolutely prohibited with the 
sole exception of small craft used in the reception and mooring of tankers 
and these must be authorised by the Superintendencia. 

Masters Responsibility: While the ship is at this Terminal, the Master 
will continue to be responsible for the security of the vessel. 

While the ship remains at the buoys, its main engines must be ready 
for any emergency. If they are turbines they must be in reverse. 
Vessel’s Obligations in Port: 

1. It is the obligation of the Master of the ship, or his representative, 
to receive the Pilot and the Loading/Mooring Master at the gangway, 
and provide them with all the information they may need. 

2. The Master will delegate the Chief Officer or another responsible 
officer to receive the Port Authorities at the gangway and provide them 
on ar documents and other information they may request while on 

ard. 

3. The Master must present the Superintendencia with a Certificate 
of Pollution Insurance issued by TOVALOP, the Ship's Register and any 
other document that may be required. 

4. Meals must be provided for Superintendencia personnel and 
Customs, Police, etc. that are on duty. 

5. A cabin and meals must be provided for the Loading/Mooring 
Master on duty during the loading operation. 

6. The ship must provide meals for the 4 hosemen on board. 

7. Meals and cabins must be provided for the Superintendencia’s 
Safety and Pollution Control Inspectors when necessary. 

8. Meals and a cabin must be provided for the Pilot if on board at 
mealtime. 

9. All required materials and personnel must be placed at the 
disposition of the Terminal’s Representative so that he can adequately 
Caany Ou his job especially for easy and safe access of personnel on 

ard. 

10. The ship must provide personal assistance and other facilities 
required by the Ministry of Natural Resources Engineers on duty, so 
that they can efficiently control and inspect the oil being loaded and the 
tanks used. 

Reports to the Superintendencia: During their stay in Port, the Master 
of the tanker must report any problem on board concerning: 

1. Breaches in safety measures during mooring, deballasting, loading 
and unmooring operation. 

2. Oil spills produced by bad hose connections, breaks in the hoses, 
filtration due to improper plugging of scupper holes, or any other reason. 

3. Pollution caused by bilge pumping, tank washing, or any other 
operation that is not permitted. 

> Any abnormal situation that might affect the operating safety of the 
tanks. 

5. Personnel accidents during work. 

6. Theft on board or discovery of commercial transactions between 
crew members and Terminal workers etc. (contraband) 

7. A copy of the measurements on board once the vessel is loaded. 
Safety Regulations: The deck officer on duty must check the list of 
questions one by one to make sure the vessel's safety measures are 
in order. Some of the points that must be observed are as follows: 

11. Are the mooring lines in good condition? (TEPRE — 12 nylon or 
polypropylene lines according to the tonnage of the tanker. SBM — 
2 nylon or polypropylene lines, 600 ft. long.) 

12. Are the short lines in good condition? (TEPRE: 12 short nylon 
lines, 1 in. thick and 10 ft. long each one.) 
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13. Is the derrick in good condition and has capacity for at len 
5 tons? 

24. Is the hydrocarbon log up-to-date? Check it! 

25. Is the Master aware of the port regulations? 

Safety Precautions for Ships: 

1. Verify that mooring conditions are in accordance with Term 
requirements. 

2. As a safety measure during operations, ships headed for Balan, 
load crude oil must arrive with enough ballast to correspond to 25%) 
30% of its cargo capacity and down no more than 10 ft. by the ste, 

9. The red flag, BRAVO, must be raised during the day anda, 
light must shine at night. 

10. Ashtrays in the smoking room must contain water. 

11. Due to the underwater chains, pipes and hoses, it is absojyjs 
forbidden to use anchors close to the buoys. 

12. All of these rules will be enforced by the Safety and Poly, 
Control Inspectors, along with the Loading and Mooring Masters, 
GENERAL: Flags: The quarantine flag must be flown by the veg 
when approaching the Balao Terminal. It must be lowered once the g 
has been declared in Free Pratique. 

The National Flag of Ecuador will be permanently flown while the gy 
is at the Terminal. 

Contraband: Ecuadorian Law is rigorous in reference to contrabay 
The Master must instruct his subordinates to avoid taking cigarets 
cigars, tobacco, alcoholic beverages, drugs, etc. to the shore. 

These articles must be reported before arriving at the Terminal a 
with their respective lists put under the Master's custody during the shy 
stay. 

In no way will commercial transactions between crew members a 
Terminal employees or third parties be tolerated. 

Visitors: With the exception of Terminal personne! and other em 
whose duties require them to board (Port Authorities, Ministry of Natu; 
Resources Inspectors etc.), all visitors are strictly forbidden. Exceptio, 
to this rule will require the authorisation of the Superintendencia. 
Watches: Permanent watches must be maintained on board; on de 
as well as in the engine room. These watches must have sufficient ca 
members to move the ship in case of emergency. 

Charts: National charts: !.0.A. 1002 Port of Esmeraldas. Ed. Decem: 
20, 1982. Foreign charts: N. 021033 (HO-1176). 

Wind and Currents: The predominant wind and marine curet 
throughout the year are S.W. During the rainy season (Decembe- 
May), however, the wind and current suffer a slight change and at time 
come from the N.E. and North. 

In the berthing area the currents often vary and will oppose fy 
direction of the wind and cause the ship to yaw strongly. 

Tide: The tide in syzygy comes up 13 ft., in quadrature 11.5 ft. The tie 
currents have been reported (1956) at a rate of 1.5 knots, a little strong: 
during low tide. 

AUTHORITY: Superintendencia del Terminal Petrolero de Balao, Cast 
286, Esmeraldas, Ecuador. TJe/: 711-100, 712-200. Telex: 75% 
FAX: 711100, 712200. Contact: Dr. Vinicio Reyes E., Superintendet 
Captain Victor H. Morales P., Chief of Operations. 

AGENT: Main Office: Yagua Ltd., Shipping Agency, P.O.Box No. & 
Quito, Ecuador. Victor Hugo 114e, Isla Pinzon, (Jipijapa), Qut 
(Ecuador). Cable: Yagua Quito (Ecuador). Telex: 022220 Yagua & 
(Monday through Friday. See Operations Office for Saturdays a 
Sundays). Tel: 554-484, 554-485, 543-429. 

Operations Office: Avenida Kennedy 1100 (Las Palmas). Cable: Yage 
Esmeraldas (Ecuador). Tel: 710-370, 711-180 (available 24 hours! 
day). Telex: 7589 Yagua Ed. 

Also on VHF Channels 16, 6, 12 and 71. 


ESMERALDAS: 01.00 N. 79.39 W. (See Plat 


PORT LIMITS: Between the meridians 79° 38’ W. and 79° 39’ W. #& 
the parallels 00° 59’ N. and 01° 02’ N. 

NAVIGATION AIDS: The port complex of Esmeraldas has navigate’ 
aids consisting of the installation of 6 lighted buoys which mark ® 
access channel to the port; 1 landfall buoy in the waiting area for Pils 
4 lights located at the head of quays, 2 on the 2 breakwaters (prinot® 
and secondary) which limit the commercial quay and in the accesses! 
the dock of the Fishing Port and 2 pairs of leading lights — one pai 
the top of Coquito Hill to the S.W. of the port and another pair neat 
the residential area of Tachina towards the S.E. of the port. ‘ 
DOCUMENTS: The documents required by the Port Authorities ® 
arrival of vessels are as follows: 

Clearance From Last Port. 

General Declarations. 

Health Declaration. 

Lists of Crew Members. 

Lists of Passengers. 

Sets of Cargo Manifests. 

Sets of Bills of Lading. 

Stevedoring Plan. 

Certificates of Tonnage and Radio to be checked. 
PILOTAGE: Pilotage is compulsory. 

Prior to commencement of manoeuvring and navigation, the Pilot" 
require from the Master the following information: conditions of stee™ 
conditions of ship machinery, condition of the aids to na 
conditions which may limit the manoeuvres which are about 0% 
effected, the draft forward and aft, nature of the cargo, availabilt’ 
mooring lines and the system of anchorage. 

The Pilot will require the presence of the Master of the vessel on® 
bridge at all times during manoeuvres. 
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anCHORAGE: The area for awaiting the Pilot and quarantine is located 
meridians 79° 39’ 15” W. and 79° 40’ 00" W. and the parallels 
oe 1 00" N. and 01°01" 50” N. 
- SIZE: The port is limited to receiving vessels not greater than 
tom. LOA and 35 ft. max. draft. 
: The Port of Esmeraldas currently has no radio service, but the 
terminal of Balao: Lat. 01° 02’ N., Long. 79° 44’ W., which is relatively 
has a radio service. Oe 

To communicate through Balao, vessels arriving at Esmeraldas must 
advise OF communicate their ETA to the Naval Superintendency of 
esmeraldas, 72 and 24 hours prior to arrival. Messages must contain 
the names of the vessel, ETA and name of the Master. 

24 hours listening out is maintained on HF-SSB-2182 — 2136.3 kHz 
call-up frequency and 4139 — 6210 kHz working frequency and on 
Channel 16. Generally vessels will have contact with this channel at a 
jstance of 20 to 30 miles from the port. Channel 14 will be used for 
contact between the vessel and the Naval Superintendency before 
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ara ING: Al systems of maritime transport of general cargo (Ro/Ro 
LASH, USO multiple and containers with own crane equipment) can be 
ysed in the Port of Esmeraldas, since there is: 

An ample dock of some 35 hectares with direct access. The port is 
not affected by winds, tides or undertow. 

Amarginal quay, 350 m. long and 26 m. wide at its forward part, giving 
facilities for handling and transfer of any kind of cargo. 

Areas of free spaces for the storage of containers, semi-trailers and 
other types of cargo with an area of 66,000 sq.m. A closed warehouse 
of some 6,000 sq.m. area, and areas reserved for future usage of 
110,000 sq.m. batt as : 

Aramp for Ro/Ro vessels whose position is perpendicular to the quay 
designed so that vessels operating in loading and unloading are not 
interrupted by tidal differences. 

Equipment for handling containers, semi-trailers, palletised cargo and 
others. Mobile cranes 2x60 tons, 2x35 tons, 215 tons, 20 loaders of 
7.5, 6 and 3 tons and 8 trucks with platforms. 

STEVEDORES: The port offers services to vessels without any 
restrictions and uninterrupted during all days of the year, 24 hours a 
day, with the exception of the 24th December when work is interrupted 
fom 1700 hrs. until O800 hrs. on the 26th December and the 
3ist December from 1700 hrs. until 0800 hrs. on the 2nd January. 
MEDICAL: Doctors available. 

FRESH WATER: Available. 

FUEL: Available. 

DEVELOPMENTS: The second stage of port works which have been 
projected, comprise: 

Construction of a container quay 210 m. long with a storage area of 
8 hectares. 

A marginal quay 140 m. long with the same characteristics as the 
quay of 350 m. long and is a continuation of it, which will permit the 
berthing of 3 deep-sea vessels at one time. 

Two additional warehouses of 6,000 sq.m. each. 

Open air storage surface areas covering 3.5 hectares. 

Extension of electric and sanitary services to the new areas. 


SHIPMASTER’S REPORT: June 1979. 
Navigation: Two orange coloured beacons on the land to the East side 
of the river, act as leading marks (bearing 166°T) from approx. 4 miles 
‘o seaward, right up to the entrance of the port. They are not lit. Depths 
“-_ this line were not less than 100 m. 

the entrance to the port, two orange coloured beacons on the 
West side near Coquitos Point Lighthouse, are the leading marks into 
the harbour. They are not lit. Entering the harbour, the deep water shoals 
rapidly to about 12 m., but at no time were echo soundings of less than 
11.5 m. MLWS encountered either in the entrance, or in the manoeuvring 
area inside, or alongside. Beacons mark the extremities of the 
breakwaters but they are not lit. 

Two buoys mark the East and West edges of the deep water channel 
outside of the breakwater. They are lit. Further buoyage is planned to 
mark the deep water area. 

Pilots: 2 Pilots on board, 1 to communicate with each tug. Only 1 Pilot 
and 1 tug equipped with ‘walkie-talkie’ radios. 
Tugs: 2 square bowed American type river-barge pusher tugs are 
available and they have adequate power to assist in manoeuvring on 
and off the berths. Unfortunately, the 2 vertical posts on their bows are 
likely to cause sharp indentations in vessels’ bow and stern plating when 
the tugs are used for pushing. They should only push against the flat 
vertical surfaces of the hull. 
8erthing/Facilities: There are 2 berths and a Ro/Ro facility, but only 
2large vessels can be accommodated alongside at any one time. A 
lage cargo shed is under construction opposite Berth No. 2, and the 
container and open cargo areas have been surfaced. Both berths are 
0 be supplied with bunkering and fresh water facilities, but these are 
‘ol operative at present time. No actual assessment of cargo handling 
®quipment could be made, but it was noted that there were 230 ton 
mobile cranes and 57.5 ton forklift vehicles in the parking area in the 
compound, The Agent reported that low-loaders and trailers were 
available for the movement of containers and that forklifts could be hired 
ruse in the hatches. 
loading of bundles of balsawood was carried out directly from 
rey which brought the cargo alongside and the rate of loading was 
165 bundles (20,600 board feet) per gang hour. 

' present the harbour is somewhat obstructed by anchored fishing 

ats and small craft, but these are to be shifted to the new fishing port 

'ng Constructed to the South of the main harbour. 


AUTHORITY: Autoridad Portuaria de Esmeraldas, Casilla 280, Avda. 
? me Roidos Aguilera, Las Palmas-Esmeraldas, Ecuador. Tel: 711-910, 
Ah) 711-996, 711-450. Telex: 7586 Aupesm-Ed. FAX: (593-2) 714- 

' Cables: Aupesm. Contact: Ing. Alfredo Estupinan Ortiz, Manager. 
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ECUADOR 
GUAYAQUIL: 02.12 S. 79.52 W. (See Plan) 
DOCUMENTS: 
Port Doctor: 


Derat Certificate. 

Maritime Declaration of Health. 

Crew Roll. 

Passenger List. 

Passenger List in Transit. 

Harbour Master's Office: 

Voyage Report. 

Clearance from last port. 

Crew Roll with original visa from Ecuador Consul in first port of voyage 
(3 copies). 

Passenger List with original visa from Ecuador Consul in embarking 
port, or declaration that they have no visa, signed by Master 
(2 copies). 

Passenger List in transit signed by Master or declaration that they 
have no passengers in transit (2 copies). 

Provisions List, Stock and Medicines on ship (3 copies). 

Cargo Manifest in transit (1 copy). 

Combustible or inflammable Cargo (1 copy). 

Customs: 

8 copies of Manifest. 

Sealed envelope of Manifests, consular and commercial invoices and 
non negotiable vouchers. 

Cargo index and copy of Cargo Manifest in direct transit (8 copies). 

A Register (8 copies) of spare parts for vessel and provisions. 

Crew Roll and detailed list (8 copies) of personal belongings of officers 
and crew. 

Passenger List, with indication of their suitcases and list of suitcases 
that travel without their owners; in this case should be specified the 
port where they were put on board and personal declaration of each 
passenger (8 copies). 

If the vessel with ballast, Master will be obliged to produce (besides 
the ballast certificate) documents already mentioned in each 
respect. Master or Maritime Agency will produce a written statement 
to Customs within 12 hours from arrival of vessel whether they 
decide to take any cargo for exporting. If not loading vessel must 
leave within the following 24 hours. 

Immigration: 

Crew List signed by Master. 

Passenger List of those who disembark there or a declaration of none 
for this port, signed by Master. 

Passenger List in transit, or a negative declaration signed by Master. 

In case of having passengers to disembark in this port, Master should 
produce passports and visas. 

Crew identification cards or similar documents. 

Inspection of ship by Authorities will be done (compulsory) within 
3 hours of arrival, usually as soon as ship berths, or in quarantine. 


PILOTAGE: Vessels approaching port to notify their arrival by Naval 
Radio Station HCG, 24-hour service, frequency 8476 kHz and 500 kHz. 
Traffic list broadcast every hour on 8476 kHz. 

Advance notice of not less than 12 hours required, addressed to 
Capuerto Aportuaria Agencia in either English or Spanish with the 
following details: date, and time of ETA, destination (whether Buoy No. 1 
or Puna), maximum draft, cargo details, details of passengers or mail, 
and if Pilot required. 

Pilot Station for Puerto Maritime: Situated in position Lat. 02° 43’ 18” S., 
Long. 80° 17’ 30” W. Pilot boat needs 1 hour to go from pilot station to 
Buoy No. 1. Contact by VHF Channel 16, 24-hour service. Pilot boat is 
wooden, 45 ft. long, black hull, white cabin, with letter “P” on sides. 
During day carries blue flag with letter “P" and by night has regulation 
pilot lights. 

Pilot Station for River Guayas: Situated in village of Puna. Pilot boat 
requires a minimum of 30 minutes to move from pilot station to vessel. 
Vessels requiring Pilot signal Morse letter “X" by lamp or sound. 

Pilot boat has grey iron hull, white cabin with Lancha de Practicos 
written on both sides. By day carries blue flag with letter “P”. By night 
regulation pilot lights. 


ANCHORAGES: Puerto Maritime: 1 mile South and 2 miles West of 
Sea Buoy in position Lat. 2° 44’ 26” S., Long. 80° 24’ 44” W. Min. depth 
in the area is 35 ft. 

Guayas River: Inside area between bearings 180° and 135° from the 
lighthouse of Punta Mandinga at Puna, 1 mile from the lighthouse. 


MAX. SIZE: Max. length for ships entering Puerto Maritimo is 650 ft., 
with a max. draft of 32 ft. at H.W. Springs. Vessels of deepest draft 
should begin to enter 1 hour before high tide. For Guayas River 
max. length 600 ft., max. draft 23 ft. 6 in. 

Chief Pilot's Report: May 1993. 

With a draft of less than 27 ft., vessels can enter at any state of tide. 
With a draft between 27 ft. and 29 ft., vessels require a half tide. From 
29 ft. to 32 ft., vessels require at least one high tide when entering (your 
information about entering one hour before high water is correct). 
However, when sailing vessel requires two tides, which necessitates 
anchoring by the Posorja fishing village, near to Buoy No. 17. 


HEALTH: Procedure to obtain Free Pratique is to produce health 
certificates to port doctor upon arrival. To get Free Pratique by radio, 
ship must radio to port doctor any changes in health situation on board 
since leaving last port. 


TUGS: Normally join vessel beyond Buoy No. 80. Tugs are compulsory, 
also use of their lines is compulsory. Cost of both services is included 
in total cost of port duties. 


BRIDGES: No bridges that restrict traffic either in Estero Salado nor in 
Guayas River, but ships that are to berth in village of Eloy Alfaro (Duran) 
should take into consideration height of telephone lines between 
Guayaquil and El Islote, minimum height 48 ft. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle, 


BERTHING: 
Berth Length Depth Remarks 
(m.) (ft.) 
Marginal Pier 960 31 5 berths 
New Port 
Berth 1A 185 33 Bananas, 
1B 185 33 General, 
1c 185 33 Containers. 
1D 151 33 Bulk, sugar, grain, 
vegetable oil. 


STEVEDORES: Radio message to ship's Agent will give agency enough 
data to make all arrangements required for operations of loading/ 
discharging. In Maritime Terminal an average discharge/loading rate of 
25 tonnes/p.h. per hook. 

MEDICAL: If ship requires medical attention, a notice of 12 hours should 
be given to Agents. Guayaquil Hospital and clinics are available. 
TANKERS: Discharge asphalt in Guayas River at a special quay, 
max. draft 23 ft. 6 in. Discharge of petrol for aviation in Puerto Maritime 
is to lighters, max. draft permitted is 33 ft. 

DENSITY: 1012. 

FRESH WATER: Available. Three pipes at each berth delivering at a 
rate of about 20 tonnes/p.h. each. 

FUEL: Not available. 

CONSULS: 

Argentina, Belgium, Bolivia, Brazil, Chile, Colombia, Costa Rica, 
Denmark, Dominican Republic, Finland, France, Germany, Greece, 
Guatemala, Haiti, Honduras, Israel, Italy, Japan, Lebanon, Mexico, 
Netherlands, Nicaragua, Norway, Panama, Paraguay, Peru, Philippines, 
Portugal, Salvador, Spain, Sweden, Taiwan, United Kingdom, U.S.A., 
Uruguay, Venezuela. 

REPAIRS: All types of deck and engine repairs are possible. 

DRY DOCKS: Dry dock with capacity of 3,600 tonnes. 
GANGWAY/DECK WATCHMEN: Capitania del Puerto provides 
members of the Policia Maritima. Ships to supply watchmen with food. 
Piracy: Acts of piracy have taken place alongside. The pirates boarded 
from a speedboat and threatened crew with knives. 

In May 1992 and June 1992 armed gangs boarded vessels as they 
were leaving the port and stole cargo from containers. 
OPENING/CLOSING HATCHES: Carried out by crew. 
CERTIFICATES: All ship's certificates required. 

CUSTOMS ALLOWANCES: Each member of crew allowed 
600 cigarettes. Each Crew member or passenger allowed 1 litre of wine 
and 1 litre of spirits. 

REPATRIATION: Facilities for effecting crew changes and arranging 
any necessary repatriation. 

AIRPORT: Airport is 8 miles from Maritime Terminal and has scheduled 
international flights. 

TIME: Local time is GMT minus 5 hours. There are no alterations during 

ear. 

OLIDAYS: 1st January; Good Friday, ist and 24th May; 24th and 
25th July; 10th August; 9th and 12th October; 2nd and 3rd November; 
25th December. Only on the 1st January and 25th December is there 
no working in port. 

POLICE/AMBULANCE/FIRE: For any of these services call 211 (interno 
del Puerto). 

TELEPHONES: Arrangements for placing telephone on board ships on 
request. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not required. 


PURSER’S REPORT: (March 1975) 
The government have now issued their own set of papers. These must 
be made out in sets of 7 i.e.: 7 Crew Lists. 7 Passenger Lists, 7 Crew 
Customs Declaration Forms, 7 Cargo Manifests, 7 Dangerous Cargo 
Manifests (if carried), 7 Lists of Mail (if none — nil returns on sheet), 
7 General Declarations, 1 Maritime Health Form, 7 Stores Lists. 

All Forms should be certified by Ecuadorian Consul or friendly Nation 
at Port of departure. 


AUTHORITY: Capitan del Puerto de Guayaquil, Puerto Maritimo. 


LA LIBERTAD: 02.12 S. 80.55 W. 


DOCUMENTS: Port clearance is effected at La Libertad. 
The following papers must be ready for presentation to the authorities 
on arrival: 
Bill of Health signed by the Master and visaed by the Ecuadorian 
Consul at port of departure. 
Ballast Certificate visaed by Ecuadorian Consul at port of departure. 
copies of Cargo Manifest (if any cargo for the port). 
copies Bills of Lading. 
Crew Lists (original visaed by Ecuadorian Consul at port of 
departure). 
Passenger Lists for the port (if no passengers state “without 
Passengers’). If applicable, the list should show names, sex, age, 
nationality, port of embarkation, occupation and whether married 
or single. Passengers must make a declaration of their luggage on 
Ecuadorian Form No. 94. 
9 Stores Lists. 

5 Lists of Crew's Personal Effects (new articles only). 

4 Lists of Unaccompanied bye pee (if none, state “without them”). 

4 Lists of Encomiendas (list of small private parcels to be landed in 

Ecuador — if none, state “without them”). 

4 Lists of Mail (if none, state “without them”). 

If there is no Ecuadorian Consul at the port of departure, the 
documents must be visaed by the Consul of a friendly nation. 
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PILOTAGE: Compulsory. Pilots boarding in position Lat. 2° 08’ § _ 
2° 10’ S. and Long. 80° 55’ W. — Long. 80° 56’ W. ETA should be oy 
to port 12 hours before arrival. Open roadstead. 

ANCHORAGE: No limitations except depth 36 ft. 

Vessels proceeding to oil terminal should anchor about 1 mile Ny: 
of the mooring buoys (which are about 15,000 ft. off-shore) where », 
Port Authorities and Mooring Master board. The anchorage is an oy, 
roadstead with sandy bottom. 

RESTRICTIONS: Tankers: Daylight berthing only. 
MAX. SIZE: Tankers — LOA 650 ft. 

Beam 84 ft. 

Max. loaded draft 34 ft. 6 in. 

Depth MLWS at mooring is 43 ft. 
HEALTH: Vessels arriving from foreign ports should fly appropria 
International Code signals to advise state of health and request Fj, 
Pratique. Vessels put in quarantine required to fly signal “QL” aj», 
time they are in port until Port Health Authority advises to the contr, 
RADIO: ETA messages may be sent by radio to Radio Naval, He: 
Guayaquil Radio, 8476 kHz, 500 kHz. Radio Naval would then reps. 
the message to the Naval Station in Salinas, or to the Telegraph Off:, 
Radio Naval has VHF/RT and Telex. 
TUGS: Only tankers require tugs to berth at the buoys. Other vegge 
work cargo at anchor. 
BERTHING: No wharves for large vessels, only for coasters. 
STEVEDORES: Arranged by Agent; separate ETA not required. 
MEDICAL: If urgent medical attention required, Master should ray 
details in advance. All facilities available. 
TANKERS: The Anglo-Ecuadorian Oil Fields Terminal is located; 
Santa Elena Bay. Four small marker buoys indicate the seaward end» 
the submarine pipeline. An Easterly current usually prevails, rate ber 
from 0.5 to 1.5 knots. There is 1x14 in. submarine pipeline fitted we 
2x10 in. flexible hoses for connecting to ship. Max. loading rate is aby 
450 t.p.h, and max. pressure is about 150 p.s.i. 

Mooring Master assists in berthing vessels. Vessels are moored py 
side to, using starboard anchor off the starboard bow and mooring buoy 
for lines to the port bow and astern. Vessels moored during daylig: 
hours only; however, they may unmoor at any hour of the day or nigr 
Recommended that at least 1 tank of clean ballast be retained on boa 
vessels until mooring has been completed. Ballast will then be pumpe 
overboard. Vessels should be equipped with three 9.5 in. or 10 in. (cir 
— 200 fathom hawsers for use in mooring and 7 rope stoppers each: 
least 3 fathoms long. The following signals are used in connection we 
the loading of cargo. 

By Day: Start loading 2 long blasts of vessel's whistle or siren, 1 1 
flag hoisted; stop loading 4 long blasts of vessel's whistle or siren, fx 
hauled down. 

By Night: Start loading, 2 long blasts of vessel's whistle or siren,1 1 
light hoisted; stop loading, 4 long blasts of vessel's whistle or siren, | 1 
light hauled down. 

To summon the launch, 3 long blasts are to be blown on the vessel; 
whistle. 

DENSITY: 1028 

FRESH WATER: Not available. 

FUEL: Bunkers available, but have to be requested 72 hours prior! 
arrival in order to make transport arrangements. 

CONSULS: There is no consular representation of any country 
La Libertad. The nearest are at Guayaquil. 

REPAIRS: Anglo-Ecuadorian Oil Fields Company can efie 
small repairs. 

GANGWAY/DECK WATCHMEN: Available, but not compulsory. 
OPENING/CLOSING HATCHES: Can be done by the crew 0 
stevedores. 

CUSTOMS ALLOWANCES: 200 cigarettes and 1 bottle wine/spirits p¢ 
man. 

REPATRIATION: Can be effected from port of Guayaquil. 
AIRPORT: At Guayaquil, 130 km. away, served by regular airlines. 
TIME: GMT minus 5 hours. 

HOLIDAYS: January 1st; Carnival; Good Thursday; Good Frida) 
May 1st; May 24th; July 24th; August 10th; October 9th; October 12% 
November 2nd; November 3rd; December 25th. 

TELEPHONES: No connections to vessels possible, except at tank 
noe which is direct to loading installation only. 

SHORE LEAVE: Permitted. 

IDENTIFICATION CARDS: Required. 

GENERAL: Dirty ballast or slops not admissible at La Libertad. 
AUTHORITY: Terminal Superintendence La Libertad. 


MANTA: 00.56 S. 80.43 W. 


DOCUMENTS: 
A. List of Documents, 1 copy. 

B. Sailing Permit from last port. Original to Captain of Port. F 
C. General Declaration, 5 copies — Health Department 1, Captain’ 
Port 1, Immigration 1, Custom House 1, and Port Authority 1. 

(See Note No. 2 below): 
1. Health Declaration. 
2. Stores Declaration. 

D. List of Passengers destination Manta, including list of their bagga? 
2 copies — Customs 1, Immigration 1. 

E. List of Passengers in transit, 2 copies — Immigration 1, Port Author 
1 


(See Plan 


F. Crew List (including and indicating any members leaving vessel 
Manta), 4 copies — Customs 1, Immigration 1, Captain of Pot 
Port Authority 1. 


Manifest of Cargo for discharge at Manta including transhipment 
6 4.copies - Customs original and copy, Port Authority 2. 
yu. Checking Books, 5 copies, plus 1 copy for each point of possible 
discharge of cargo from vessels for Port Authority. 
Bills of Lading, 1 complete set for Port Authority. 
j List of vessel supplies including liquors, cigars, cigarettes, other 
“ products, matches, lighters, clothes, novelties, and 
provisions will be maintained in Purser's Office for review by Custom 


K ~~ Manifest, Hatch List and Cargo Plan. 1 copy of each for Port 
Authority prior to arrival of vessels. These papers to be sent by air 
mail as per regulations. \ ; 

\. General Manifest. This manifest will include all cargo loaded during 

voyage which will include all cargo in transit — 1 copy. General 

pn ad will be maintained in Purser's Office for review by Custom 

House, and be accessible for Customs at all times. 

Note No. 1: Port Authority reserves the right to refuse berthing facilities 
yntil all documents received. Of course, this authority will be handled 
with discretion to avoid unnecessary or unwarranted delay to vessels, 
passengers, and cargo. : ; 

Note No. 2: General Declaration should contain the following: 

Name of vessel, length and registered tonnage. 

Owners. 

Voyage number and ports of call on voyage. 

Total number of passengers aboard. 

Total tonnage (of 1,000 kilos) of cargo aboard. 

Total number of passengers for Manta. 

_ Total tonnage (of 1,000 kilos) of cargo for Manta. 

Health Declaration. 

Stores Declaration that ship’s consumable foodstuffs and 
consumable supplies are under lock and key; that the slop chest, 
shop, and store-rooms containing liquors, cigars, cigarettes, other 
tobaccos, matches, lighters, clothes, novelties, sports material, 
toilet articles, cosmetics, medicines, etc. have been locked and 
sealed with metallic non re-usable seals with serial numbers. The 
seals are identifiable by their non-repeat numbers. 

All vessels should have these seals aboard and should equip 
doors and door frames with suitable secure hardware through 
which seals can be passed. (Model of the form for the above 
document may be obtained from the Port Authority). 

PILOTAGE: Compulsory. Pilot boat by day will show Pilot flag at mast 

head; by night red light 2 ft. 6 in. below mast head light, both visible 

around the horizon. 

Pilot will board at point located at distance of 1 mile, 000° from Manta 
Breakwater Light (Lat. 00° 56’ 20” S., Long. 80° 43’ 02” W.). He will 
immediately proceed to conduct ship to inner harbour and dock at 
assigned pier or anchor in assigned anchorage. 

Vessels will not have to anchor, but will reduce speed to steerageway 
and stop propeller. Lower pilot ladder so Pilot may board safely on port 
side of vessel. Pilot will act as Representative of Port Authority. Other 
Officials and Representative of steamship Agency will embark once ship 
has tied up. 

Pilotage compulsory for all foreign vessels over 500 tons, with 
following exceptions: 

(1) Fishing craft, yachts, tugs, barges and other craft of less than 
500 tons total displacement whose handlers are suitably licensed by 
Captain of the Port of Manta. 

(2) Vessels of the Ecuadorian Navy. 

Note: Masters of large vessels and handlers of small craft who do not 

follow all rules of safety, including Rules of the Road may lose their right 

‘0 navigate within jurisdiction of the Port Authority and may be subject 

to additional sanctions. 

ANCHORAGES: Free anchorage area located around a point 1 mile 

fom Manta Lighthouse (Lat. 00°56’ 03"S., Long. 80° 43’ 01” W.). 

Depth 45 ft. Anchorage inside breakwater will be assigned by Pilot. 

RESTRICTIONS: No restrictions upon entry. Vessels up to 33 ft. draft 

may enter at any time of day or night. 

MAX. SIZE: Max. permissible length 600 ft., breadth 60 ft., draft 33 ft. 

HEALTH: Radio Pratique granted all ships in accordance with 

international Sanitary Regulations. Health documents will be delivered 

0 boarding officer of Port Authority. When Pratique granted by radio, 

not necessary for port doctor to board vessel. 

In request by radio for Pratique, vessels should give following data 
12 to 24 hours before arrival. 

A. Date and hour of expected arrival. 

B. Number of Ecuadorian Passengers. 

C. Number of Alien Passengers. 

D. Statement regarding existence or non-existence of 

communicable diseases aboard. 

RADIO/VHF: Manta HCM 8372 kHz. Radio telephone 2182 kHz. VHF 

Channels 10 and 16 (Costera Manta). 

S:2 tugs. 1x 1,300 h.p. and 1 x 1,800 h.p. Tugs join vessel in vicinity 
ot pier. Ship's lines usually used. Use of tug for docking and undocking 
Sat discretion of Port Authority. 

BERTHING: Berth will be assigned by Pilot at boarding time. 

Berthing Facilities: 

Aa Piers Length 200 m. for vessels with draft up to 10 m. 2 Roll-on/ 
oll-off ramps, facilities at 2 piers., depth 22 ft. 

Marginal Quay, length 150 m., for vessels with draft up to 7.5m. 

Marginal Quay, length 150 m., for vessels with draft up to 5.7 m. 

Marginal Quay, length 150 m., for vessels with draft up to 3.8 m. 
oe Mobiles cranes with capacity 12 — 35 tons. 

STEVG Area: 100,000 sq.m. of open storage available. 
aE OORES: Arrangement for stevedores made by ship's Agent prior 
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Presi WATER: Fresh water available in small quantities. 
FIRE spice! Oil available in small quantities by truck. 
pe RECAUTIONS: Regular fire precautions should be taken by all 
PS. Smoking should be prohibited in any section of the ship used for 
- No Smoking on the weather deck, cargo decks, and the ship's 
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holds, whether cargo being worked or not. Smoking around hatches or 
at cargo winches must be prevented. 

Smoking should be restricted to the passenger section of vessels, and 
to officers’ and crew's quarters where suitable receptacles are available. 

Persons including officials can be fined or refused entrance to terminal 
at discretion of Port Authority for careless or intentional disregard of 
reasonable fire prevention precautions. 

Port Authority reserves right to inspect cargo working sections of 
vessel, to check precautions against fire, and to determine whether there 
are any undue accumulations of combustible materials. 

Pumps and other fire fighting equipment aboard should be maintained 
in a state of readiness as long as vessels are in the terminal. 
CONSULS: 

Panama: Mr. Jorge Alava, Banco del Pichincha, Tel: 612411 — 
611089. 

Germany: Mr. Wolf Harten, Tel: 610740. 

Spain: Mrs. Pilar Quilez de De Genna, Tel: 613548. 

REPAIRS: Minor repair facilities available. 
GANGWAY/DECK WATCHMEN: Custom police keep watch at the 


angway. 
OPENING/CLOSING HATCHES: Normally carried out by stevedores. 
CUSTOMS ALLOWANCES: Tobacco, small amounts for personal use 
while in port. Wine and/or Spirits, wines and liquors by the glass for 
consumption on board while in port. 

CARGO GEAR: Ship should have cargo nets, but Port Authority can 
provide naka nets at extra cost. 

REPATRIATION: Repatriation of crew members through Port of 
Guayaquil. 

AIRPORT: Airport with 2,500 m. runway. Flights to Quito at 0915 hrs. 
on Monday to Saturday. From Portoviejo (36 km.) flights to Quito on 
Monday to Friday at 1700 hrs. Air taxis on request. 

TIME: Local time GMT minus 5 hours. 

HOLIDAYS: No movement of cargo within the terminal on 1st May, 
Christmas Day, or after 2000 hrs. on the 31st December, or on 
New Year's Day. 

POLICE/AMBULANCE/FIRE: Police 610900; Ambulance 612014; 
Fire 610100. 

TELEPHONES: Telephone service can be obtained at Terminal Office, 
at same rate as public telephones. 

SHORE LEAVE: Crew members are welcome ashore. 
IDENTIFICATION CARDS: Crew members should have identification 
cards while ashore at all times. 

DELAYS: In rainy season, from January to April, irregular swell is 
present in the Manta Bay (3 days before and after full moon), also at 
new moon tides. 

AUTHORITY: Autoridad Portuaria de Manta, Apartado 4768, Manta, 
Manabi, Ecuador. Te/: 613111, 620993. Cables: Aportuaria. 
FAX: 621861. Contact: Hugo Almeida Gonzalez, General Manager. 
Captain Maruricio Saona, Port Captain. 


PUERTO BOLIVAR: 03.14 S. 80.01 W. 


DOCUMENTS: 
Voyage Memorandums. 
Maritime Health Declarations. 
Consular Despatch. 
Port of Origin Certificate. 
Crew Lists. 
Stores Lists. 
Individual Declaration List for each member of the crew. 
Lists Passengers Disembarking at this port. 
Lists Passengers in transit. 
Luggage, Mail and Commissions Lists. 
Manifest of Cargo Lists. 
Documents for Port’s Authority should be supplied by Agents: 
1. General Cargo Manifest in complete sets (Importation in triplicate, 
Exportation one set). 
. Bill of Lading, complete sets: Importation (one set), Exportation 
(one set) at time of sailing. 
Export Customs House Clearance Document (one set). This 
document is replaced by the Bill of Lading. 
. Certificate of Ballasting. 
. Request for Mooring Berth. 
. Stevedore’s cargo plan per hatch. 
. Muster-roll of cargo. 
8. Tally books: 15 copies in Spanish. These must be in accordance 
with the current Tally Law. 
PILOTAGE: Send ETA through Radio Naval of Guayaquil 24 hours 
before arrival. Pilot will board vessel on the port side 1 mile from the 
Sea Buoy on arrival and disembark on the starboard side. In case Pilot 
not available it is recommended to anchor 1 mile from “Punta Jambeli” 
between the buoy and the lighthouse of Lambeli. Pilot boat is steel, 
black hull and white cabin, it carries pilot signals in accordance with 
International Regulations. Service available 24 hours a day. Pilotage is 
compulsory. 
ANCHORAGES: Pilot will indicate recommended anchorage. 
RESTRICTIONS: Depths 30 ft. at LW, from 0600 hrs. to 1800 hrs. draft 
allowable 30 ft. From 1800 hrs. to 0600 hrs. draft allowable 27 ft. 
MAX. SIZE: At Espigon Quay depths alongside 30 ft. inner end to 36 ft. 
at quay head. 
HEALTH: On the arrival of vessel the authorities come on board. If there 
are no illnesses aboard, the doctor gives Free Pratique. In case of any 
illness, Master should advise by radio and the vessel waits in quarantine 
for the visit of Port Health Doctor. 
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RADIO: Radio Naval of Guayaquil, Radio Naval of Puerto Bolivar VHF NOTES 
available call pilot station on Channel 16, effective reception 30 miles. j sas A 
TUGS: 2 tugs available one at 1,200 h.p. and one of 500 h.p. Usually, Fase ao advise Shipping, Guides itd, 
ship's lines are used. This service is free. 

BERTHING: At Espigon Quay should be carried out within 1 hour before 
or after slack water. Tidal currents of 1 — 3 knots in dry season and 
3 — 5 knots in Winter are at right angles to berthing face of the quay. 
Wind: From 000° in the morning, speed 3 — 5 knots. From 210° in the 
afternoon and night, speed 3 — 5 knots. 

STEVEDORES: Agents take charge of gangs. 

MEDICAL: Hospitals, clinics and dental surgery in Machala, 6 km. from 
the port. There is also a medical service for vaccination. 

DENSITY: Salt water. 

FRESH WATER: Only available by tanker truck, capacity 7 tons. 
FUEL: No fuel in this port. In case required one has to contact Guayaquil 
and they send it by small tankers. 

CONSULS: Consul of Peru, Tel: 920608. 

REPAIRS: There are no facilities in this port. 

GANGWAY/DECK WATCHMEN: The Agent names 1 or 2 watchmen 
for the vessel besides the Maritime Police and Coast Guard. 
OPENING/CLOSING HATCHES: Carried out by shore gang supervised 
by someone on board. 

CERTIFICATES: Vessel's Register and Tonnage Declaration required. 
CUSTOMS ALLOWANCES: 100 cigarettes per person and 1 bottle wine 
or spirits per person. 

REPATRIATIONS: The Immigration Office can arrange. 

AIRPORT: Distance to the airport is 6 km. It has 6 daily flights in 
connection with Guayaquil. 

TIME: GMT minus 5 hours; there is no change. 

HOLIDAYS: No work from 1700 hrs. on 24th December till 0800 hrs. 
on 26th December, and 1700 hrs. on 31st December till 0800 hrs. on 
2nd January; Carnival; Maundy Thursday; Good Friday and Saturday; 
1st May; 24th and 25th July; Sth October. 
POLICE/AMBULANCE/FIRE: There are services. 

TELEPHONES: Can be connected to the vessel. 

IDENTIFICATION CARDS: Not necessary. 

—, LEAVE: Passengers or crew do not need any special permit 
to land. 

GENERAL: When the vessel is anchored, landing service is done by 
launches. They are called by 1 long whistle and 2 short ones. This 
service works 24 hours a day. 

me Night: A flashing light is to be used to call launches and not the 
whistle. 

DEVELOPMENTS: A marginal pier for general cargo is being built. 
Length of pier 360 m. 


SHIPMASTER’S REPORT: 1978 

Fresh Water: Water is available at anchorage by a barge of 48 ton 
capacity. For ships berthed alongside, water is delivered by modern 
trucks of 7 or 8 ton capacity. 

Surveyor: A non-exclusive surveyor acting for Lloyd's, Det Norske 
Veritas, and the Japanese Classification Society, is based at Guayaquil. 
Loadline survey and engine survey work done. He travels by air from 
Guayaquil (45 minutes). 

Watchmen: One Customs and one Naval guard are obligatory, and 
should be fed and provided with room to sleep. Ship’s crew should be 
employed day and night, one as accommodation watchman and one as 
deck watchman. Store-rooms should be locked up, and all loose 
equipment and lifeboat equipment stowed in lockers or accommodation. 
Only one accommodation door should be left unlocked, and a ship's 
watchman posted there, day and night. 

Banana Cargoes: Loaded through side doors from the quay or from 
barges, or both together. No cranes, derricks or mechanised equipment 
used. About 400 men employed at one time. Very fast. 

Casual Labour: This is freely available for painting hull, cleaning engine 
room, etc. 


PURSER’S REPORT: See “Guayaquil”. 
AUTHORITY: Port Captain. 
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GENERAL 


VIGATION REGULATIONS: 
following rules for ships navigating in the Gulf of Suez have been 
IMO. 

“4 ai should take into account that crossing traffic may be 
encountered in the traffic junction Eastward of Ain Sukhna and 
in the precautionary area off Ras Shukheir, and should be in a 
high state of readiness to manoeuvre in these areas. 

+2 Exceptional care is needed, when overtaking another ship within 
a lane, not to enter the separation zone or force the overtaken 
ship to do so. ; 

13 Ships navigating in the Gulf of Suez are requested to keep 
continuous listening watch on the Suez Gulf Traffic Information 
Broadcasts and report any aids to navigation which are 
malfunctioning or are out of position and which are not already 
included in the Suez Gulf Traffic Information Broadcasts. 

21 Allocean-going ships should have their radar in effective use by 

day and night throughout the passage between Shaker Island 

and Suez Port as an aid to achieving maximum feasible lane 
conformity and avoiding risk of collision. Particular care is 
required for strict adherence to the confines of relevant traffic 


(See Plan) 
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lanes. 
22 Ships proceeding South from Suez should be alert for tankers 
heading for the Sumed Oil Terminal off Ain Sukhna. 


23 Northbound tankers heading for Sumed Oil Terminal should 
report their intention of using the traffic junction off Ain Sukhna 
on the appropriate frequencies. 

24 All ships North and Southbound when navigating through the 
precautionary area off Ras Shukheir or in the vicinity of the July 
Oilfield should avoid overtaking in the traffic lanes in these areas. 

25 All ships eh service and supply craft serving the oil 
workings in July, Ramadan and Morgan Oilfields proceeding in 
and out of Ras Shukheir Oil Terminal, should only cross the South 
and Northbound traffic flow through the precautionary area off 
Ras Shukheir. Within the precautionary area local rules relating 
to crossing traffic apply. 

26 Tankers leaving the Ras Shukheir Oil Terminal and intending to 
join the Northbound traffic lane should only do so when no through 
Southbound traffic is in the vicinity and should always report their 
movements to other ships beforehand on VHF. 

27 Ships anchored in the designated waiting area for Ras Shukheir 
should ensure that they are never less than 0.25 miles from the 
edge of the Southbound traffic lane and should pay special regard 
to their correct light signals for ships at anchor. They should also 
show their deck lights. 

TIME: GMT plus 2 hours. GMT plus 3 hours in Summer from 1st May 
till late September. 


AIN SUKHNA: 29.32 N. 32.24 E. 


Also see “General” before first Port. 

LOCATION: Ain Sukhna Sea Terminal is situated in the Northern end 
of the Gulf of Suez. 

The position of the sea terminal is: Lat. 29°32’ N., Long. 32° 24’ E. 

Ain Sukhna Lighthouse position: Lat. 29° 35.9’ N., Long. 32° 20.3’ E. 

The Lighthouse Specifications are: A white daymark on framework 
‘ower 44 m. high over sea level, flashing white every 5 seconds. Range 
22 miles. The lighthouse also covers the approaching and departure 
sectors at 40 m. height and 15 miles range. OC. Green from 260° to 
273°. OC. White from 273° to 298°. OC. Red from 298° to 306°. 

As a reference point, there is a light which is exhibited from a metal 
Structure standing close to the seaward side of an old abandoned 
ighthouse on Ras Abou Daraq, flashing white every 2 seconds. 
DOCUMENTS: All vessels calling at Ain Sukhna have to deliver directly 
‘heir official documents, as indicated below, to SUMED's Port Authority: 

Certificate of Registry. 

Load Line Certificate. 

Safety Certificate. 

Derat Certificate. 

Radio Certificate. 

Suez Canal Tonnage Certificate when applicable. 
Panama Canal Tonnage Certificate when applicable. 

Vessel S Official documents, after being reviewed, will be handed to 

hag s Beet after discharging and before vessel departs from 
S port. 
LOCATION OF BUOYS: (SBMs) 
S1: Lat. 29° 35’ 16” N., Long. 32° 23’ 35” E. 
S2: Lat. 29° 34’ 12” N., Long. 32° 22’ 42” E. 
S3: Lat. 29° 35’ 17” N., Long. 32° 22’ 16” E. 
S4: Lat. 29° 34’ 12” N., Long. 32° 24’ 24” E. 
ies SBMs are painted orange and have the following characteristics: 
ghts: A flashing light, activated by an electric photo-cell switch. 
ht frequencies are as follows: 
SBM No. 1 Morse Code A 


(See Plan) 


SBM No. 2 Morse Code B 
SBM No. 3 Morse Code C 
F SBM No. 4 Morse Code D 


°9 Horn: An acoustic signal with an approximate range of 2 miles. 

Radar Reflector: Each buoy is provided with an octahedral radar 

on t Or Constructed in stainless steel with a diameter of 0.5 m. installed 
OP of the rope guard. 
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PILOTAGE: SUMED's Mooring Master and his assistant board the 

tanker 2 miles S.E. of Buoy “S4”". 

Notifications: ETA messages should be sent by cable via Alexandria/ 

Port Said Radio on leaving previous port. Cables should be prefixed 

“For urgent delivery send via Telex 54108 or 54033 SUMED UN” and 

be confirmed 72, 48 and 24 hours prior to arrival. (Day and Night berthing 

and operation). Arrival draft should be indicated. 

ANCHORAGES: Tankers can anchor to the S.E. of the buoyfield, 

2 miles S.E. from Buoy No. 4. 

RESTRICTIONS: Maximum Weather Conditions for eoeratae SBMs: 
The SBMs are designed to accommodate tankers up to the following 

weather conditions. 


Wind velocity (knots) 35 (65 km./hr.) 
Maximum tidal range 2.0 m. 
Maximum wave height 3.4m. 
Maximum surge/seiche conditions 0.5 m. 
Current: Surface 2.0 knots. 
Seabed 1.0 knot. 


The above conditions are not relevant to the safety of the ship but to 
the safety of the buoys. Consequently the Mooring Master shall have 
the authority to decide whether the ship should remain moored or vacate 
the buoy due to adverse weather conditions. 
pre SIZE: The four berths are spaced one from the other so that each 

as: 

wpe | Area Radius: 410 m. for S1 and S2 (accommodates vessels 
up to 350,000 d.w.t.); 320 m. for S3 (accommodates vessels up to 
150,000 d.w.t.); 410m. for S4 (accommodates vessels up to 
500,000 d.w.t.). Manoeuvring Area Radius: For S1, S2 and S4, 1,220 m.; 
for S3, 915 m. 

Water Depth and Draft Limitations: 


For S1 and S2: 85 ft. minimum water depth 
75 ft. maximum draft 
For S3: 65 ft. minimum water depth 
55 ft. maximum draft 
For S4: 135 ft. (40.9 m.) minimum water depth. Maximum 


acceptable draft unlimited. 
Minimum Size: 70,000 d.w.t. +5% with minimum cargo discharge of 
50,000 metric tons of any one type of crude oil. 
HEALTH: Vessels proceeding to Ain Sukhna must be in possession of 
the following documents: 

(a) International Maritime Declaration of Health. 

(b) Valid Derat or Derat Exemption Certificate. 

(c) Valid Vaccination Certificates for all passengers and crew 
members. 

(d) Certificates of inoculation against any communicable diseases 
prevailing at the Ports of departure. 

Masters are required to immediately notify SUMED by cable in the 
manner outlined in “Radio — ETA” in case of any epidemic diseases or 
illness onboard while the vessel is bound for Ain Sukhna. The same 
message is to be conveyed to the terminal as soon as an HF or VHF 
contact is established, at least 6 hours before arrival. 

RADIO: ETA: In order to avoid undue delays it is essential that Masters 
of vessels proceeding to Ain Sukhna Terminal cable their ETAs to 
“SUMED” Alexandria. 

The cable to be prefixed quote “to be conveyed via telex (54108) or 
(54033) SUMED UN Operations Office-Oil Movement” unquote. 

ETA notifications to be sent as follows: 

Immediately upon pa eye loading port/s 
In case of a change in ETA exceeding 6 hours 

72, 48 and 24 hours prior to arrival. 

Confirmation of ETA: An additional contact can be made with the Ain 
Sukhna Terminal on HF 2182 kHz and 4139.5 kHz, 24 hours before 
arrival. 

Moreover, Masters are required to contact the terminal on VHF 6 hours 
before arrival on Channel 16 (or preferably Channels 78 and 79 if 
available). 

Information from the Vessel: All vessels proceeding to unload their 
car S Ain Sukhna are required to convey the following information 
to SUMED. 

(a) Immediately upon sailing from loading port/s vessel is to cable, in 
the manner outlined in “Radio — ETA” the Lceeitadely | information: 

(i) ETA (in GMT) and expected arrival draft at Ain Sukhna, vessels 
are requested to arrive even keel. 

(ii) All B/L data and ship's figures at loading port/s, stating quantity 
of free water on board after cpm f 

(iii) Whether the vessel loaded on top of slops stating grades of crude 
that were commingled with residues, quantity and API of contents 
of slop tank/s. 

(iv) If the vessel is loaded with more than one grade of oil, Master is 
requested to confirm ability to unload according to the sequence 
agreed upon with the shipper (vessel's owner or charterer as the 
case may be). 

(v) SUMED is to be immediately notified in the case any repairs are 
required that could delay commencement of discharging. 

(vi) Estimated time for unloading the cargo if no restrictions are 
imposed by shore. 

(b) On arrival at Ain Sukhna the following written information is to be 
handed to SUMED's Mooring Master: 

(i) Whether vessel equipped with inert gas system. Vessels arriving 
with gas inerting blankets should, on arrival, depressurise their 
system sufficiently to allow visual sampling and ullaging of cargo 
tanks. Upon completion of ullaging, pressurisation of inerting 
system shall be resumed and maintained Like alae discharge. 

(ii) Whether the vessel has external impressed cathodic protection. 

(iii) Vessel's readiness to connect 216 in. hoses ASA 150. 

(iv) The pressure which the vessel expects to maintain at the ship's 
rail and which is required to be a minimum of 100 p.s.i. unless 
otherwise specifically requested in writing by shore. 

(v) Whether vessel requests to perform crude washing and in the 
affirmative the relevant check list should be filled in by the Master. 
See “Crude Oil Washing” under “Discharging”. 
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(vi) Full names and addresses of Owners, Managers and Charterers 
of the vessel and their Agents in Egypt if any. 
(vii) Whether the tanker’s Owners/Bareboat Charterers are members 
of a P & | Club stating name and address of such club, if available. 
Information from Terminal: 
The following information will be given to the vessel upon arrival at 
the anchorage area or when SUMED's Pilot boards the vessel: 
(i) Any expected pre-mooring delays and their likely duration. 
(ii) Any special mooring instructions. 
(iii) Details of any restrictions on discharging rate. 
All such restrictions and their duration will be confirmed in writing by 
SUMED. 
VHF: Channels 16, 78 and 79. 
TUGS: Tug “Sukhna” 3,200 h.p. with fire fighting and with anti-pollution 
equipment is available as required. 
Supply Vessels and Tugs: “Sukhna (2)" 6,000 h.p. with firefighting and 
anti-pollution equipment available as required. 
Mooring Launches: 6500 h.p. mooring launches assist in mooring and 
hose operations with firefighting and anti-pollution equipment are 
available as required. 
BERTHING: Ain Sukhna Sea Terminal consists of 4 sea berths all of 
which are single point mooring buoys (SBMs). 
2 buoys for vessels up to 350,000 d.w.t., 1 large buoy for vessels up 
to 500,000 d.w.t. and one small buoy for vessels up to 150,000 d.w.t.. 
Subject to SUMED's prior approval and acceptance in each case, the 
buoys can accommodate vessels larger than those specified above 
within the following limits: 
Buoy (S2) up to 400,000 d.w.t. 
Buoy (S3) up to 200,000 d.w.t. 
Maintaining all other | h and draft limitations. 
Each of the 2 buoys (S1 and S2) are connected to shore by a 
submarine line 48 in. (1.22 m.) in diameter and approximately 8 km. in 


length. 

he small buoy is connected to shore by a submarine line 42 in. 
(1.067 m.) in diameter and approximately 5 km. in length. 

Buoy S4 is connected to the shore by a submarine line of 52 in. 
(1.2458 m.) diameter and approximately 9 km. in length. 

Ropes: Buoys S1 and S2 are equipped with twin 18 in. circumference 
nylon ropes each 180 ft. long ending with a 20 ft. chafing chain 2.75 in. 
diameter. A support buoy is connected to the chain. 

The port side mooring rope has a 350 ft. polypropylene 10 in. pick-up 
rope with a 3 ft. soft eye at the end. 

The starboard side is the same but the pick-up rope is only 150 ft. 

Buoy S3 is equipped with a 15 in. diameter grommet 180 ft. long, 
ending with 20 ft. chafing chain 2.75 in. A support buoy is connected to 
the chain, the mooring rope is 350 ft. long polypropylene, 10 in. diameter, 
with a 3 ft. soft eye at the end. 

Buoy S4 is equipped with a 16 in. diameter grommet 180 ft. long, 
ending with a 20 ft. chafing chain 3.1875 in. A support buoy is connected 
to the chain. The mooring rope has 350 ft. long polypropylene, 10 in. 
diameter with a 3 ft. soft eye at the end. 

In case the ship is not equipped with chain stopper, a pair of 12 ft. or 
20 ft. snotters with shackles will be supplied for connecting the chafing 
chain to ship's bollards. 

Mooring Master Duties: When the Mooring Master boards he will advise 
the ship’s Master or officer in charge of the bridge on the approach to 
the berth, arrangements for mooring and unmooring, connecting and 
disconnecting of the hoses, and all other operations within the berthing 
area. The Mooring Master will submit and receive from the Master all 
forms, documents and papers required, to be filled and signed or 
received by the Master. 

Adequate ee There must be adequate search lights rigged on 
both wings of the bridge when mooring at night to facilitate running lines 
to the buoys. 

VHF: The Mooring Master will be in direct charge of the portable VHF 
ship to shore radio telephone communications on Channels 78 and 79. 
Mooring: Pick-up from the mooring boat: 

2 wire rope snotters of 12 ft. or 20 ft. length (to suit tanker bollard 
location). 

Weight of 12 ft. — 80 k 23 in. diameter 
Weight of 20 ft. — 135 9: 23.8 in. diameter 

2 bow shackles 55 tons SWL (weight of shackle = 43 kg.) or 2 bow 
shackles 75 tons SWL (weight of shackle = 68 kg.) for tankers over 
130,000 d.w.t. 

Move these items to bow. 

Tool box. 

Slip the soft eye of the snotter onto bollard having a good lead to 
forward fairlead. The forward winches should be tested, drained and be 
in gece working order. 

nsure that both anchors are secured by stoppers in the hawse pipe. 
Anchors must not be dropped at the berth. 

Prepare messenger line, (about 10 in. circumference x 500 ft. length 
polypropylene), and pass through the forward fairlead or chain stopper 
and lower as directed by Mooring Master, starting at the port side. 

The mooring boat will fasten this messenger to the 10 in. x 350 ft. 
polypropylene pick-up line on the buoy mooring system. 

Upon the Mooring Master's signal, heave away until the chafing chain 
is in the fairlead or Panama lead with the support buoy close outside. 

Shackle the free end of the wire snotter to the open end link of the 
chafing chain. 

Ease back on the pick-up line until the weight falls on the bollard wire 
snotter. 

Should the vessel have a “Smit’ type towing bracket, release the pin, 
install the open link and lead the pick-up so that the end link of chain is 
directly fastened to the open link with the bow shackle. If the ship is 
equipped with chain stopper, pass the ship's messenger and buoy pick- 
up rope through the chain stopper and heave away until you can lock 
one of the big opened links (the vertical one). 

Same procedure will be adopted to the starboard polypropylene pick- 
up rope of 150 ft. length connected to the buoy mooring system. 
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Mooring Sequence: 

Prompt Berthing: SUMED will make every effort to moor ships arr 
according to agreed schedules as promptly as Operatic, 
circumstances permit. 

Notice of Readiness: To be tendered when vessel arrives at , 
Sukhna anchorage area provided that vessel is ready in all respects, 
unload her cargo. NOR will be accepted according to SUME 
agreement with the relevant shipper. 

Arrival Time: Arrival time will be considered at the time the veg, 
anchors. 

Cargo Operations: Vessel moored to the SBMs must limit their » 
to the allowed berth occupancy time stipulated in the transportay, 
agreement between SUMED and the relevant shipper. 

Unless vessel sizes are otherwise classified in the said agreeme, 
the allowed berth occupancy time is as follows: 

D.W.T. Buoy Occupancy _ Lay Time 
hours hours 


q 


tonnes 
More than 320,000 52 62 
250,000 to 320,000 42 52 
200,000 to 250,000 36 46 
Less than 200,000 2 


8 38 

Delay due to weather: In the event that berthing delayed on acco 
a adverse weather conditions the vessels will maintain their position, 
ine. 

Port Closure: Should vessels be requested to vacate the berth » 
account of adverse weather conditions closing the port, they shall key 
in contact by VHF with the terminal in order to be readily available » 
re-entry as soon as the terminal so requires, after weather conditio, 
permit. 

Port Re-opening: When the port is re-opened discharging w 
recommence according to the firm schedules agreed upon we 
SUMED 's shippers. 

Vessel refusal: SUMED reserves the right to decline to berth a spect 
voonel should it consider that such vessel's condition or facilities a 
unsafe. 


Unmooring: Take the weight of the moorings on the pick-up starting we 
the starboard side first, using windlass. Unshackle the wire snotter |: 
unpin the “Smit” Brackets) or unlock the chain stopper. 

Slack the pick-up until the support buoy is in the water. Pay out th 
pick-up line (as ship clears from the berth). Return the wire snottes 
bow shackles and tool box to mooring boat prior to Mooring Maste; 
departure. 

The tug and mooring launches will be in attendance. 


HOSES: SBMs No. 1, 2 and 4 contain twin crude floating hose string 
each 307.2 m. (1,008 ft.) in overall length consisting of: 
22 h 


joses 24 in. x 35 ft. 
1 hose 24 in./20 in. x 35 ft. 
1 hose 20 in./16 in. x 35 ft. 
3 hoses 16 in. x 35 ft. 
1 hose 16 in. x 30 ft. 


SBM No. 3 contains twin crude floating hose strings each 274.257 
(905 ft.) in overall length. 
Each consists of: 


21 hoses 20 in. x 35 ft. 

1 hose 20/16 in. x 35 ft. 
3 hoses 16 in. x 35 ft. 

1 hose 16 in. x 30 ft. 


All tail hoses are 16 in. in diameter and the gear attached to each 
the 16 in. crude oil hose tails consists of a lifting eye, butterfly vale 
spool piece with camlock and light weight blind flange. 

The camlock is suitable only for connections with tanker manifo 
flange of 16 in. ASA 150. 


Quick Release Safety Couplings: Quick couplings (Camlock) at 
connected at each hose end and they will be used as follows: 

In case of emergency the butterfly valve shall be immediately clos# 
and the quick coupling immediately disconnected. 

Safety breakaway coupling: To part the hose and block each part 
avoid leaking into cases: 

1. Excessive pulling stress on the hoses. 

2. Excessive back pressure in the hoses. 


Hose Connecting and Disconnecting: The connecting a 
disconnecting of cargo hoses shall be performed by the crew of I 
vessel under instructions from SUMED's Mooring Master. 


Preparations: The tanker crew are required to lift 2 16 in. crude hos 
strings and connect them to the vessel's port side manifold. ‘ 

To avoid delays the following items should be prepared prior * 
berthing, otherwise the vessel will not be considered ready to discha'y 

2x 16 in. standard 150 ASA flange connections in position on selec 
lines for discharging crude oil. 

Port derrick with a minimum 10 ton SWL rigged for maximum he" 
and load lifting. The derrick shall be guyed to plumb the vessel's @ 
hose bolster bar at the vessel's manifold. 

If possible, the topping lift of the boom shall be on its own winch. N 
winches shall be tested, drained and in ready running condition. 

Drip trays, sand bags, dispersant and fire fighting equipment * 
position. 

Tools, gaskets, nylon lifting slings and other equipment will be suppl* 
on board from the mooring boat. 


Equipment to be Onboard Before Berthing: In order to expedite ™ 
connection of the hoses the following equipment must be available 

2 polypropylene messenger lines 

(about 10 in. circumference 500 ft. long). 

Sledge hammer. 

Large crowbar. 

Large marlin spike. 

Large flashlight. 

Bags of sand. 


on the port side must be used as follows: 
Ail manifolds to be ready with 16 in. flange ASA 150. 
Huse derrick rigged. 
Derrick fall fitted with cargo hook 10 ton SWL. 
ing line. 
2 x 1-1-2 ton pullers. 
¢ hammer. 
nylon lifting slings. 
pISCHARGING: : " ' ‘ 
Terminal Design: The design of the discharging terminal is based on 
the following flow rates with crude oil characteristics as follows: 


Viscosity = 17 cst 

Specific gravity = 0.867 kg/cu.cm. 

SBMs No. 1,2 & 4 Max. 12,500 tonnes/p.h. 200 p.s.i. 
Min. 7,400 tonnes/p.h. 100 p.s.i. 

SBMs No. 3 Max. 7,400 tonnes/p.h. 120 p.s.i. 
Min. 5,900 tonnes/p.h. 100 p.s.i. 


inet Gas System: Vessels equipped with inert gas system are to 
urise tanks before berthing in order to allow for sampling and 
uilaging upon arrival and after completion of discharge to check 
remainders on board. Pressurisation of inerting system should be 
as soon as ullaging and sampling are completed and 
throughout the discharge. 


onde Oil Washing: COW is usually acceptable if the ship can maintain 
an average flow rate of no less than 7,400 tonnes/p.h. (100 p.s.i. at 
ship's rail throughout discharging). However, COW is subject to the 
jerminal’s approval depending on both operational circumstance and if 
this operation has been previously carried out by the vessel. 

When vessel requests permission to perform COW the Master must 

nd in writing to the “Crude Oil Wash Check-off List’. 
"COW of slop tank is prohibited. 
Crude Oil Wash (COW) — Check-off List: Vessels requesting permission 
to perform crude oil wash while unloading at Ain Sukhna, are requested 
to respond to the following check-off list: 

Inert gas system is fully operational and tested. 

Each tank will be positively pressurised and method of recording 
pressure will be available. 

Each tank will be kept below 8% oxygen before and during operation. 

Inert gas system flue gas oxygen content will be continuously 
monitored and maintained below 8% oxygen. 

en alarm in cargo control room set to give visual indication when 
to abort crude washing. 

Pressures in cargo tanks are available to vessel's control room 
personnel. 

Washing systems have permanent steel pipework and will be pressure 
tested to 10 to 15 p.s.i. above expected working pressure but to minimum 
of 150 p.s.i. prior to use. 

All tank openings are sealed and remote tank gauging system is 
operational. 

All necessary throttling of discharge for crude spraying will be done 
on vessel's valves. 

Mi is a responsible designate person in charge of operation. (Give 
name. 

ance communication will be maintained between vessel and 
shore. 

Water will not intrude into the crude wash cycle. 

Washing to be commingled and discharged at the same time with the 
rest of the cargo. 

Previous crude wash exprience of key personnel is (list). 

Tanks crude washed last 2 voyages are (list). 

Any additional vessel requirements or comments. 

Emergency Communication: \f ship-to-shore communication fails the 
Ship's whistle shall be sounded continuously. Discharging shall be 
immediately stopped and will not be resumed until communications have 
deen re-established. 
Overside Lighting: During night discharging sufficient overside lighting 
must be provided to readily detect any oil spill so that immediate 
appropriate action may be taken. 
international Code of Signals: During discharging operations the 
following signals shall be displayed: 

By Day : The International Code flag “B”’. 

By Night : A red light visible all round the horizon 

, for distance of at least 2 miles. 
Unloading Procedures: Upon being informed by the vessel's Master or 
‘sponsible officer that the vessel is ready to start discharging, the 
Mooring Master will contact the Terminal Control Room to co-ordinate 

commencement of unloading in accordance with the terminal's 

nstructions. 

The control room operator will normally give a “standby warning” by 
VHF approximately 10 minutes before the shore tanks are ready to 
'eceive Cargo. 
wen the request to commence discharging is received the Mooring 

aster will ensure that discharging commences at slow speed. This 
Starting procedure will always be adhered to. 

Di arging will commence utilising 1 pump only with circulating 
System and when it has been confirmed that there is no significant rise 
© Pressure on the discharging line which could indicate a blocked or 

: valve on the shore or ship's discharging system, the crude oil 
a discharged at the steady operating flow previously agreed upon. 
im hould there be any significant rise in pressure, discharging must be 

mediately stopped. The ship will be advised to check the on-board 
— any necessary remedial steps and inform the terminal's 


At the same time the underwater and floating hoses should be 
6d to ensure that there are no obstructions. 
son the Master be requested to increase or decrease the cargo 
ging rate this should be promptly implemented provided the 
l's pumps are capable of an increased rate. 
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SUMED may allow vessels to simultaneously ballast while unloading 
provided they are equipped to properly segregate the ballast and avoid 
any possible commingling with the cargo. Pumping ballast water into 
the sealine is strictly prohibited. 

Any suspension and subsequent resumption of discharging of cargo 
must be logged both ashore and in the “Tanker Time Sheet”. 

All events regarding mooring, commencement, termination of 
unloading, stoppages, if any, and unmooring are both logged and 
recorded ashore at the terminal's control room as and when they are 
received from the Mooring Master. 

These events shall jointly be logged in the Tanker Time Sheet by the 

vessel's Master and SUMED’s Mooring Master. 
Vacating Berth: Vessels shall vacate berth 
disconnection of hoses. 
Emergency Shut-Down: |In case of emergency such as fire, sudden 
deterioration of sea and weather conditions, failure in ship to shore 
communications, etc, the discharging operations must be immediately 
suspended at the request of the Mooring Master. The ship's discharging 
pumps must be stopped immediately, the butterfly valves of the floating 
hoses and the manifold valves must be closed. 

Depending upon the reasons causing the emergency, the ship's 
Master and Mooring Master will decide whether or not to disconnect the 
hoses and vacate the berth. In case of dispute the final decision will be 
taken by the Mooring Master. 

Sampling: Representative samples of the cargo will be taken either from 
the vessel's cargo tanks or from the online automatic samplers. 

The samples will be divided into 3 equal portions of about 1 gallon 
each, one portion will be handed to the quality control laboratory, the 
second to the ship's Master (sealed by SUMED) and the third retained 
by SUMED for 60 days (sealed by the Master). 

The ship's Master will sign a receipt on receiving the ship’s sealed 
and stamped container of the sample. 

MEDICAL: Neither medical nor hospital facilities are provided by 
SUMED. In case urgent medical assistance is required the vessel should 
contact SUMED's Harbour Master by VHF radio. Private doctors and 
facilities are available at Suez via Government Agents. 

CONSULS: Consular or diplomatic representatives for most maritime 
nations are in Cairo. 

REPAIRS: Masters of vessels discharging at Ain Sukhna Terminal are 
instructed that under no circumstances may engines be shutdown for 
repairs whilst their vessel is moored to the SBMs. There are no facilities 
at Ain Sukhna Terminal for repairs. Repair facilities are available at Suez. 

It is emphasised that all vessels at the SBMs must be prepared to 
clear immediately on instructions from the Mooring Master. 
REPATRIATION: Crew changes are only permitted via Government 

ent. 

SHORE LEAVE: There is no shore leave for personnel of vessels whilst 
at Terminal. 

GARBAGE DISPOSAL: Not available at present, but will be available 
serpin: Bo and will be carried out by Sumed. 

WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS: None. 

CURRENCY: Egyptian Pound (LE.). 

WEATHER: 

Climate: The climate in the Ain Sukhna area is generally good. Summers 
are hot and dry and winters are relatively cool. 

The visibility is usually excellent with few sand storms and infrequent 
fog. Sub-zero temperatures are unknown and there are very few rain 
squalls. 

Summary of Weather Statistics (1884 — 1967): 


immediately after 


Average rainfall year 0.8 in. 

Mean maximum temperature 84°F (29°C) 
Mean minimum temperature 62°F (16.7°C) 
Extreme maximum temperature 111°F (44°C) 
Extreme minimum temperature 35°F (1.7°C) 
Average relative humidi 60% 


Winds: The prevailing winds at Ain Sukhna are from the N.W. throughout 
the year. 

Tides: The tidal range is up to a maximum of 7.4 ft. 

Waves: The estimated characteristics of the 100 year extreme waves 


are: 
Maximum height 12.0 ft. (3.7 m.) 
Maximum crest elevation 11.0 ft. (3.3 m.) 
Period 7.5 secs. 
Length 280 ft. (85 m.) 
Speed 22 knots (41 km./hr.) 
Direction from North 


Tidal Streams: At Ain Sukhna the tidal streams set parallel to the coast 
line Northwards on the flood tide and parallel to the coast Southwards 
on the ebb tide. Maximum rate is 0.5 knots (0.9 km./hr.) at the surface. 
Currents: There is no fixed current in this area and any flow is caused 
entirely by the prevailing tidal stream and winds. 
Sea Salinity: The Red Sea and Gulf are extremely saline and salinity is 
around 40,000/50,000 parts per million. 
Sea Temperature: The surface temperature of the sea ranges between 
66°F (19°C) in February and 80°F (26.7°C) in August. 
GENERAL: 
Navigation: When entering, manoeuvering or leaving the Port Limits of 
Ain Sukhna, the Master has to conform with the conditions setforth in 
this Manual and has to adhere to the 1972 International Regulations for 
preventing Collisions at Sea which will be complied with at all times. 
The Master guarantees that his vessel fulfils all navigational and 
worthiness conditions in particular those required for vessels carrying 
dangerous cargo, (crude oil) in accordance with the provisions setforth 
in the Appendix for vessels carrying Dangerous cargo annexed to Rules 
of Navigation of the Suez Canal Authority to the extent that such 
provisions are applicable. 
Master should submit the respective certificates and declarations 
whenever required in this respect. 
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Helicopters (available in emergencies): Should the services of a 
helicopter be required by SUMED for any purposes whatsoever the 
vessel will be given a minimum of 30 minutes warning notice before the 
helicopter's approach in order that cargo operations can be stopped and 
all tanks and vents closed. 

A responsible officer should be on deck to assist the helicopter in 
making the approach to the vessel. Although the safety of the helicopter 
remains at all times the responsibility of its pilot, helicopter services shall 
not be employed in any event without the express prior consent of 
Shipper and vessel's Master. 

Supplies: Stores and supplies are available through an Agent and can 
be delivered from Suez to Ain Sukhna anchorage area after unloading 
but entirely at the vessel's own risk. 

Government Officials: A.R.E. officials, such as Customs Director, 
Quarantine Officer and Immigration Officer are stationed at Ain Sukhna. 
Should Customs guards be stationed on board vessels whilst moored 
it is expected that vessels will extend all courtesies to them and/or other 
officials while on board. 

Ship's Readiness: This terminal is an open roadstead and therefore, 
during the time a ship is moored, the engines must be ready with full 
power for immediate use. 

Vessels at berths must clear immediately upon advice of the Mooring 
Master or as directed by SUMED's terminal superintendent. Ship's 
personnel should be at their respective stations at all times during 
mooring, unmooring and cargo transfer operations. 

Courtesy Flag: All vessels are required to fly A.R.E. Ensign on the 
foremast during daylight hours. 

Quarantine Regulations: The rules governing quarantine regulations are 
the same as for Suez. 

Unauthorised Craft: The presence of unauthorised craft alongside is 
extremely hazardous. 

SUMED prohibits the boarding of individuals other than those 
authorised to do so in the bona fide conduct of the vessel's operation. 
No unauthorised person is allowed to board the vessel whether at 
anchorage or while moored. 

Contraband: SUMED prohibits unauthorised craft from coming 
alongside vessels. To avoid the possibility of undesirable items getting 
aboard vessels, it is requested that Masters discourage craft coming 
alongside whilst the vessel is in the terminal. 

AGENCY SERVICES: Not required under normal circumstances. 
AUTHORITY: Arab Petroleum Pipeline Company (Sumed), 431 El- 
Guish Avenue, Loran, Alexandria, Egypt. Postal Address: P.O.Box 158, 
El-Saray, Alexandria, Egypt. Te/: 5866723, 5866711, 5866712. 
Telex: 54033, 54108 Sumed Un. Contact: Captain A.Sultan, Sumed 
Marine Manager. 

Port Authority: Ain Sukhna Terminal, Postal Address: Sumed — Suez. 
Tel: (062) 221918 -— Suez. Telex: Headquarters Alexandria. 
Contact: Captain M.Badawi, Ain Sukhna Marine Manager. 


ALEXANDRIA (including El Dekheila): 31.09 N. 29.53 E. 
(See Plan) 


DOCUMENTS: 

4 copies of Crew List. 

Complete set of Manifests covering all cargo on board showing names 

of Shippers and Consignees. 

4 copies List of Passengers in Transit. 

Landing cards for passengers landing finally in A.R.E. and for those 

landing in A.R.E. in transit. 

4 copies List of passengers finally landing in A.R.E. (if any) together 

with their addresses in A.R.E. 

Deck log books showing date of last call at a A.R.E. port, completed 

up to the time of arrival. 
For Quarantine: Quarantine Questionnaire in duplicate (Form No. 15 
Q.A.) showing all ports of call, as well as dates of sailings for the last 
30 days, nature of cargo on board, destination, as well as sickness 
among crew or passengers, if any, specially when it is presumed that 
the sick will be hospitalised. These forms can be filled on arrival if not 
available on board before arrival. 

1 Crew List and 1 Passenger List. 

Derat Certificate should be handy for inspection. 

Clearance from Last Port. 

For Immigration Officer: 

Arrival Immigration Form, duly completed. 

1 Passenger List. 

List of Passengers Finally Landing, in duplicate. 

Crew List. 

Valid passport with entry visa is required for landing in A.R.E. for 
passengers landing. Emergency visa can be granted on arrival if so 
required. 

For Customs Use: 

Bonded Stores List, in duplicate. 

Crew List and Passenger List in duplicate. 

PILOTAGE: Compulsory. Pilot boards off harbour entrance. 
International code signals used. 

Vessels are not to proceed from the waiting area (Lat. 31° 12.6’ N., 
Long. 29° 44.5’ E. with radius of 1.5 miles) without a Pilot onboard. 
RESTRICTIONS: Entrance channels 13.0 m. depth x 220 m. width and 
9.14 m. depth x 91.4 m. width. Arriving vessels should keep 50 miles 
offshore between sunset and sunrise. 
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MAX. SIZE: Up to 32 ft. draft at general cargo berths in Alexandria 
Anchorage: Alexandria Inner Anchorage in Western port te 
accommodate vessels up to: 

Le : 229 m. (750 ft.). 

Draft: 38 ft. 

Such vessels can discharge into barges on condition that kind Of carp 
is allowed to be unloaded into barges instead of at berth. 

Vessels with length/draft exceeding the above can be accommodaty 

at Dekheila Harbour. 
HEALTH: On entering, vessels must hoist the International Quarantin, 
Signal for compulsory quarantine. Any sickness must be reported to 
doctor. The Quarantine Doctor meets ships whilst entering the port ay 
ships are boarded in turn. 

In the event of a vessel arriving from a port that has bee 
internationally declared infectious and the incubation period has not ye 
expired at the time of the ship's arrival at an A.R.E. port, the vesse\; 
put under compulsory quarantine, moored at an isolated berth and p, 
shore contact is allowed. Nevertheless the ship can still carry out he 
normal operations on condition that all shore personnel are holding vai 
vaccination and/or inoculation certificates issued by the Quarantiy 
Administration. The ship's personnel should also carry Internation 
Vaccination and/or Inoculation Certificates. Final landing passenges 
not carrying such certificates, will be landed under quarantix 
supervision and will be kept isolated at the lazarette until incubatic 
period is over. 

Pratique may be granted prior to ship's arrival provided the following 
conditions are adhered to: 

(1) The vessel must be a regular liner known to the Quarantin 

Authorities and have a doctor on board. 

(2) Details shown on the Quarantine Statement should be wirelessa 

to the Quarantine Authorities 24 hours prior to ship's arrival. 

(3) Masters of vessels must declare before their arrival any accidents 

which might have taken place on board prior to the arrival in por 

(4) The ship must not have called at any infected port. 

RADIO: Alexandria Radio, call sign SUH, operating 24 hours daily » 
444, 500 and 8578 kHz and between 0600 to 1800 GMT on 12,974 kHz 
Also harbour VHF Channel 16. 

TUGS: 5 tugs available up to 1,200 h.p. 

BERTHING: Alongside quays in depths up to 39 ft. 

Refrigerated store with capacity of 6,000 tons. 

Ro/Ro facilities available. 

Cement to silos and bagged in heavy cloth (no paper bags permitted) 
Coal: Discharged at Berths No. 63 and 64. Max. draft 33 ft. 425 to 
cranes. Rate 10,000 tonnes per day. 

Cranes: Capacity 5 tons-50 tons. Floating cranes of 70 tons, 100 tons 
and 120 tons capacity. 

Fertiliser Terminal: Length of quay 447 m. Depth alongside 10.0 m. 
Timber: Handled at 3 quays. Depths 7.0 m. — 9.0 m. 

Grain: 2 silos, 148,000 tonnes and 1%100,000 tonnes. Dept 
alongside 10.0 m. Max. size 40,000 d.w.t. 

El Dekhella: Located 7 km. West of Alexandria and managed } 
Alexandria Port Authority. 

Industrial Port: Access channel: Length 3.5 km. and depth 20.0m 
Turning circle: 750 m. diameter and 20.0 depth. Approach channel 
Width 250 m., depth 20.0 m. One jetty (2 berths). Length 640 m. Dept 
alongside: Inner Berth 16.0 m. Outer Berth 20.0 m. Max. Size: 60,00 
d.w.t. and 160,000 d.w.t. respectively, max.draft 18.0 m. An additiona 
berth to handle vessels up to 250,000 d.w.t. may be constructed later 
2x30 ton capacity grab cranes and 2 belt conveyors for handling iro 
ore pr at 1,000 t.p.h. each (average daily 11,000 tons)(900 t.p.h. fo 
coal). 

Commercial Port: Access channel 1.2 km. in length is a branch off the 
access channel to the industrial port. Depth of channel 14.0 m. Wid? 
210 m. — 150 m. Commercial port will have over 1,500 m. of berthing 
space with 15.0 m. of water alongside. Cargoes to be handled w 
include containers, general cargo, timber, chemicals and Ro/Ro vesses 
Available: 300 m. of berthing space with depth 15.0 m. and max.dré! 
13.0 m. 

CONTAINER FACILITIES: Length 700 m., depth alongside 14.0™ 
3x32 tonne container gantry cranes, 2x32 tonne transtainers av 
4x42 tonne forklifts. 

MEDICAL: All facilities available. International Vaccination Certificate 
required. 

TANKERS: Petroleum Basin: in West part of Outer Harbour, Bet 
Nos. 3 and 4, depth alongside 38 ft., max. length 700 ft., draft 35 ft. Bet 
Nos. 3 and 4: in East part of Outer Harbour. Stern to moorings. 

It has been reported that tankers are required to take on ballast ® 
excess of that deemed to be necessary by the Master, even in fit 
weather. One Master was ordered to bring his forward draft to 21% 
Once the vessel was alongside a charge was made for deballasting 
vessel. 

LNG/LPG: Max. LOA 122 m. Max. draft 28 ft. 

FRESH WATER: Available by barge, and alongside most quays. 
FUEL: Available by barge. 

REPAIRS: 

Alexandria Shipyard: Builds vessels up to 40,000 tons. One drydo? 
capacity 85,000 d.w.t., cranes with up to 30 tons capacity. One drydo? 
capacity 20,000 d.w.t., cranes with capacity up to 30 tons. Fully equipp® 
engineering workshops capable of carrying out extensive repa® 
alongside quays length 1,200 m. Depth alongside 11 m. 

Alexandria Ship Repair Co.: Ship repairs including engine repairs # 
boiler repair. Fully equipped workshops. 

The Egyptian Shipbuilding and Repairs Co.: Floating dock for ships # 
to 12,000 d.w.t. 100 ton floating crane. All types of hull and machine? 
repairs possible. 

HOLIDAYS: See “Suez Canal”. 

GARBAGE DISPOSAL: Drums are provided alongside and # 
collected every morning by Port Authority. Contact Alexandria P® 
Authority. Tel: 800100. 


asTE OIL DISPOSAL: Three barges are available for waste oil 

Ww sal of 4 tons, 25 tons, and 250 tons capacity. Charges are U.S.$ 10/ 
Marine Services Department of Alexandria Port Authority. 

Pe 800100/807335. ! rs 

sEAMAN'S CLUBS: Seaman's Club situated at Sidi-el-Metwally. 

DEVELOPMENTS: Control tower with radar and VHF being constructed. 


sHiPMASTER'S REPORT: October 1987. 


copies Crew Declaration. 

2 copies Manifest (Ship's Stores, Bonded Stores, Currency, etc.). 

1 copy Health Declaration. 

g copies Cargo Manifest. 

All Passports. 

vaccination Certificates. i 

Port Health Officials board on arrival. 

immigration boarded with the Security Police about 3 hours after 
grval. They require all passports and issue shore passes. Prior to 
departure they again check all passports and collect all shore passes. 

The Security Police seal the radio room. 

Customs Officers boarded 24 hours after arrival. They sealed the bond 
and left the beer room open. | ’ 

Clearance on departure is given by Agent and endorsed by 
inmigration. Pilot sights Clearance before departure. 
pyotage: Vessels always take 2 pilots. One for Great Pass and one for 
inner Harbour (Berthing). Great Pass Pilot boards about 1 mile W.N.W. 
o Great Pass Beacon from large launch with blue hull and white 

re (ex-naval craft). 

Berthing Pilot boards inside Outer Breakwater near the Petroleum 
Harbour, or off New El Dekheila Mineral Jetty. On departure, Pilot leaves 
at the same position. . 

The Quarantine Flag (Q) and Pilot Flag (H) must be displayed. 

Great Pass Pilot leaves at Great Pass Beacon. No night pilotage for 
tankers. Pilots operate in winds up to about Force 6, although swell is 
the important criteria. 

Approaches: The coast is low and featureless. Ras El Tin Lt. observed 
at 20 miles. El Agami Island and El Atta Fort observed on radar at 
% miles. 

Channel: Depths are as charted. The Ley ed marks are poor, buoys 
ether out of position or unlit, Great Pass Beacon destroyed. 

The new channel of 20m. depth to El Dekheila Mineral Berth is 
reported by pilots to lie 153°, commencing just West of Great Pass 
Beacon to 31° 09.20' N., 29° 48.85’ E. 

Anchorage: As per BA. Chart No. 243 Waiting Area. Very exposed, in 
Winter months, can be untenable due to wind and heavy swells. 

Dependent on density of ships, most small vessels anchor in S.W. 
comer of Waiting Area. Vessels can approach coast at night, no 
restrictions advised. 

We tried to contact Port Control on VHF Channel 16 at 0300 hrs. 
without success, so sent telex on anchoring. We had previously advised 
Port Authority by telex of approach course and speed and ETA at Waiting 
Area. Only 2 ships waiting at anchor on this visit. 

VHF; Channel 16 seems to be used for all Pilot and Port operations. It 
i difficult to raise Pilots/Port Control at night or before 0600 hrs. Port 
Authority has telex which is useful - 54310 APA UN. 

Tugs: 8 tugs of 2,500 h.p. available. 

Port Regulations: Up to 270 ft. no ~~ required. 270 ft. to 400 ft., 1 tug 
required. Over 400 ft., 2 tugs required. 

For Petroleum Harbour we had one tug fast forward, using ship's line, 
entering and leaving. Tugs are well handled. 
8erthing: Butane for E.G.C.P. discharged at Berths No. 1 and 2 on 
Quarantine Breakwater in Petroleum Harbour. 

Both berths in a poor state of repair, fendering also poor. Vessel 
verthed port side alongside. Starboard anchor let go to 2 shackles 
rtrd berth which keeps bow off forward landing (See BA. Chart 

Moorings: 3 head lines, 2 stern lines, 2 stern back springs and 2 head 
vack springs from after end of main deck. This seems to work with no 
hull contact with unfendered concrete. 

Berths exposed to N.W. winds. Ship's gangway used. Petroleum 
Harbour Can take up to 750 ft. length and 11m. draft. (Re-checked 
Several times as Echo sounder and chart indicate considerably more 
water. With Easterly wind depth can fall about 1.0 m.) 

Berths as per BA. Chart No. 3119, Berth No. 3 (Product Pier), vessels 
berth head in. Berths Nos. 4 and 5 (Crude Oil), vessels berth head out. 
Serths Nos. 85, 86 & 87 now flat faced to make stockyard for cattle 
Ships, also used to load oil products from road tankers. 

\n Outer Harbour area 10 m. is generally the maximum draft, and Pilots 
‘port channel dredged to 13.4 m. and water as charted elsewhere. 
He 519°C) greater draft handled at Container Quay (31° 10.3’ N., 

New LPG (Ethylene) Sea Island in position 31° 08.9’ N.,29° 49.13’E. 
Berthing on West side of Island, head out starboardside to. 

Pilot stays onboard throughout stay at Island with 1 tug on 
Slandby nearby. 

Mineral Pier at El Dekheila now in full operation with berthing on west 

Port side too, head in. Pilots report 20 m. depth alongside. So far, 
“essels up to 110,000 d.w.t. handled, for iron ore and coal serving new 
Si8el mill nearby. 

90 Handling: Ambient temperature. Butane discharged for domestic 
488 at Berths Nos. 1 and 2 into 3 x 3,600 cu.m. and4 x 1,000 cu.m. 
Pressure tanks situated 4 km. from berths. 6 in. line — 300 ASA coupling. 

ee hose, ship's derrick required. 

5 &ximum back pressure of 10 Bar allowed. With 5 pumps we reached 

Bar. With 2 pumps and a booster pump we again reached 8.5 Bar. 
over Surveyor as such, Receiver’s Representative is very particular 
com ation” readings and checking sample cocks for liquid on 


Documents: 
+2 copies Crew List. 
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Density in air differed substantially when compared with Bill of Lading 
in vacuum. 

Generally maximum size of vessel handled is 3,000 cu.m. LPG 
imports for domestic use will probably stop next year when natural gas 
comes on stream. At present, there is one shipment every 10 days, 
mainly from Augusta, Sicily. VHF Channel 6 used to contact E.G.C.P. 
and Channel 74 for “Petrogas”, both are butane receivers. 

One Receiver's Representative onboard throughout, cabin required. 

At LPG (Ethylene) Sea Island the maximum size of vessel so far 
handled is 2,600 cu.m. Believe product heated to minus 60°C. on 
platform before pumping to Chemical Plant about 1.5 km. onshore, 
through undersea pipeline. Sea Island opened in June 1987. | believe 
it is taking in feedstock over 1 year then maybe exporting. 

Fresh Water: By barge at berths and inner anchorage, and in calm 
weather at El Dekheila area and Waiting Anchorage. 
General: Difficult to contact agent in port. 

Make sure “everything” locked and sealed. We kept just one door 
unlocked. Lifeboats half out and all fire hoses charged and 2 ship's crew 
on duty at night. 

Not necessary to employ watchman or use garbage boat, however 
you will be encouraged to do so. 

Rat guards are required on all lines. 

Development/Changes: 

1. El Dekheila Mineral Jetty now open, berthing on West face, two 
large grab gantries in use. 

2. Container Quay under construction just south of El Agami Island. 

3. Area to West of New Mineral Jetty all built up with flats and 
houses. Believe El Dekheila Airport no longer exists. 

4. Petroleum Harbour Berths Nos. 85,86 and 87 formed into 
Livestock quay by extending Quarantine breakwater inshore face line 
150° to shore line and infilling. 

5. Signal Station Tower (Conspic.) in position 
31° 09.65’ N.,29°51.10' E. just behind livestock jetty, although of 
modern construction with microwave dishes, Pilots report not used. 

6. New Port Authority Control Tower (Conspic) with Radar Scanner 
on top at Coal Quay (31° 11.25’ N., 29° 52.10’ E.). 

7. Outer breakwater S.W. Lt. in position 31° 09.92’ N.,29° 50.68’ E. 
Fl. R. 4 secs. 

8. Quarantine breakwater lighthouse in 
31° 09.93’ N.,29° 50.95’ E. Qk. fl. 2 G. ev 3 secs. 

9. Kamaria Port (works in progress 1984) completed with 2 moving 
discharge suckers associated with adjacent grain silo. 

10. Expunge hulk in position 31°10.12’ N., 29° 51.22’ E. 

11. Floating Dock located in position 31° 09.10' N., 29° 48.18’ E. 

12. LPG Terminal located in position 31° 08.90’ N., 29° 49.13’ E. 

13. Expunge Approach Buoy in position 31° 10.95’ N.,29° 47.55’ E. 

14. Fairway Buoy in position 31° 10.25’ N., 29° 48.15’ E. is unlit. 

15. Great Pass Beacon partly destroyed and unlit has been replaced 
by light in position 31° 10.00’ N., 29° 48.45’ E. 

16. No. 8 Buoy in position 31° 09.70’ N., 29° 49.65’ E. is unlit. 

17. There is a new light at Head of New Mineral Jetty (FI. G.) in 
position 31° 08.38’ N., 29° 48.48' E. 

18. There are 2 new unlit pillar buoys (Green) in position 
31° 09.40’ N., 29° 49.75’ E. and 31° 09.20’ N., 29° 48.18’ E. 

19. Naval Base in position 31°11.20'N., 29°51.50’E. is a 
prohibited area. 


position 


AUTHORITY: Alexandria Port Authority, 106 El Horreya Avenue, 
Alexandria, Egypt. Te/: 4834321/24 (4 lines). Telex: 54310 APA UN. 
Contact: Rear-Admiral Medhat Ghanem, Chairman. Admiral Hamdy, 
General Manager. Admiral Mahmoud Yousef, Harbour Master. 


DAMIETTA: 31.29 N. 31.45 E. (See Plan) 


LOCATION: The new port is 70 km. West of Port Said and 250 km. 
East of Alexandria in position: Lat. 31° 28.5’ N., Long. 31° 45.25’ E. 
DOCUMENTS: 

Arrival Declaration. 

Crew List. 

Cargo Manifest. 

Cargo Plan. 

Health Certificate. 

IMO Cargo. 

= of Lading (To be presented with copies of the Manifest at time 

of report). 

PILOTAGE: Compulsory for all vessels. Vessels proceeding to Damietta 
Port are to inform Damietta Port Authority by cable 7 days and 24 hours 
before their arrival. On arriving at the waiting area, the Master must call 
the pilot station by VHF Channel 16 and advise time of arrival, draft, 
length, cargo, etc. Vessels are advised to approach through the 
Northwestern side of the waiting area. Vessels are not allowed to 
approach the Access Channel without a Pilot on board. 
ANCHORAGE: The Waiting Area is located about 11 km. North of the 
port entrance and is marked by 5 light buoys. 
APPROACHES: The Entrance Channel is 11 km. in length, 250 m. — 
300 m. wide and has a depth of 15.0 m. 
MAX. SIZE: The port can receive vessels up to 250 m. LOA, with draft 
42 ft. for bulk and container vessels, and draft 11.0 m. for general cargo 
vessels. 
HEALTH: Usual international health regulations are to be observed. 
RADIO/VHF: Port Authority on VHF Channel 16 throughout 24 hours, 
working on Channels 10 and 14. 
TUGS: 3 tugs of 2,200 h.p. available. 
Tug Requirements: 

Vessels 375 ft. — 400 ft. require 1 tug. 

Vessels over 400 ft. require 2 tugs. 

A third tug is available at Master's request. 

Ship's lines used on departure. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng 


BERTHING: 

4 Berths for container vessels — Length 250m. each and depth 
14.5 m. 

8 Berths for general cargo vessels — Length 200 m. each and depth 


12m. 

2 Berths for bulk grain carriers — Length 300 m. each and depth 
14.5 m. 

2 Ro-Ro berths. 

Loading and discharging at bulk berths by shore equipment. 

For general cargo, by shore equipment or ship's own gear. 

For container berths by terminal equipment. 
CRANES/EQUIPMENT: 

4 Quay gantry cranes for container of 40 tons each. 

1 x 30 ton telescopic crane. 

4 x 40 ton and 2 x 25 ton top lifters. 

4 x 15 ton, 4 x 5 ton and 3 x 3 ton fork lifts. 

1 x 30 ton and 1 x 10 ton Gottwald. 

96 Reefer points. 
BULK HANDLING FACILITIES: 

Silo with total capacity of 100,000 tons of grains. 

Two berths are devoted to serve the silo. 

Two automated, mobile extractors with a capacity of 1,400 tons/hr. 

Means of extracting grains from the silo by trucks, cargo trains, and 
river barges. 

5,000 sq.m. shed to pack grain in sacks at a capacity of 3,000 tons/ 
d 


jay. 
Computerised and remote control for all loading, transport, and 
extracting operations. 
Electronic and ground scales for outgoing and incoming grains. 

BRIDGES: None. 

STEVEDORES: Stevedoring undertaken by a public company. 
MEDICAL: Hospitals available, inoculations and vaccinations can be 
carried out. Advance notice only required in an emergency. 

FRESH WATER: Available at berths. 

FUEL: Various grades of oil and diesel can be supplied by barge. 
DRY DOCKS: Shiplift for up to 450 tons. 

REPAIRS: Radar and radios can be repaired by specialists, order 
through ome 
SURVEYORS: Cargo inspectors available locally. Ship’s surveyors 
located in Port Said and Alexandria. 

CUSTOMS ALLOWANCES: 200 gms. tobacco or 200 cigarettes and 
one litre of spirits permitted for each crew member to be held out of 
bond per week. 
TIME: GMT plus 2 hours. Summertime is GMT plus 3 hours. 
HOLIDAYS: Sham El Nesim; Sinai Liberation Day, 25th April; Workers 
Day, 1st May; El Fetr Feast, 3 days; Evacuation Day, 18th June; 
Revolution Day, 23rd July; El Adha Feast, 4 days; Hejri New Year; Army 
Forces Day, 6th October; Prophet Mohammed's Birthday. 

CARGO WORK: Work can be arranged on official and local holidays 
and the work continues for 24 hours. 
POLICE/AMBULANCE/FIRE: Police 325934; Ambulance 322217; Fire 
325967. 
EMERGENCY COORDINATION CENTRE: Contact Pilot Station at 
Damietta Tower by VHF Channel 16, or telephone 325964. 
SERVICES: Fire fighting tugs and trucks; international telephone, post 
and telex centres. 

Damietta Shipping and Marine Services Co. can repair, clean and 

survey containers within the Customs area. 
BANKS: Official banks available. 
STORING: See “Prelims”. 
. Ships can be stored by trucks or barges. 


PAPO 
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. Yes. 
SHIP SUPPLY SERVICES: By boat in the Waiting Area or by shore 
facilities alongside the berth. 
SHORE LEAVE: Crew members are allowed ashore within Damietta 
Area. A quick visit to other cities can be arranged through Agent. 
IDENTIFICATION CARDS: Seamen's Passport is sufficient. 
GARBAGE DISPOSAL: Collection service available. Many skips are 
provided pale wpe a LE.45 or U.S.$15.00 per skip. Collection 
daily. Contact Damietta Port for details. 
WASTE OIL DISPOSAL: Available. 
en CLUBS: None. International telephone and postal facilities 
available. 
CURRENCY: Egyptian Pound (LE.). 
DELAYS: None. 
AUTHORITY: Damietta Port Authority, P.O. Box 13, Damietta, Egypt. 
Tel: 057-325940. Telex: 63204 Dampa UN. FAX: 057-325930. 
Contact: Rear-Admiral Mahmoud Gamal Eldeen, Chairman. Rear- 
Admiral Maged Hamza, Deputy Chairman. 


EAST ZEIT TERMINAL: 27.51 N. 33.36 E. 


LOCATION: The C.A.L.M. is located in position Lat. 27° 51’ N., Long. 
33° 36’ E. and is approximately 85 km. North of Hughada. 
ANCHORAGE: Tanker should call East Zeit Terminal before 
approaching and enquire if necessary to drop anchor in the anchorage 
area. 

Vessel is not permitted to anchor outside the anchorage area. 
Waiting Area: South of C.A.L.M. The Southern half of a circle of 1 mile 
radius around position: Lat. 27°48.5'N., Long. 33°37.0'E., 
depth 20 m. — 44 m. with 39 m. at centre. 
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RESTRICTIONS: No night berthing. Unberthing at any time. 
MAX. SIZE: 

Max. 85,000 tons d.w.t. fully loaded. 

Min. d.w.t. of tanker 35,000 tons 

em length 838 ft., but distance bow to manifold not greater » 


450 ft. 

Max. draft 60 ft. (depth 95 ft.). 

Also see “Notice”. 
RADIO/VHF: Tankers calling at East Zeit Bay must send ETA Mes 
72, 48 and 24 hours before arrival at the terminal to “Esso Suez jj, 
office Telex No. 21148 Esosz Un, addressed to “Exploresso” for & 
Zeit Terminal attention Marine Supervisor, via any coastal radio 
Port Said (Suez and Kosseir). The Notices must also be sent, 
Egyptian General Petroleum Co. (Supply Sector). 

ETA messages to Esso Suez Inc. should give the best estimaty, 
ship's arrival time at the terminal. This ETA message should also ing, 
a definite statement of details of any equipment required from shor 
connecting 12 in. floating hoses. mae in mind that such hose ney 
tanker to be equipped with crane cl certified up to 10 tons capay 

Master must call East Zeit Terminal 4 hours prior to arrival on \ 
Channel 13 which is considered the calling (by the vessel's side m@ 
and working channel, Channel 16 may be used in an emergency. 
BERTHING: Terminal Facilities: 

C.A.L.M. (Catenary Anchor Leg Mooring). 

Cargo hose 16 in. type, with camlocks. 

Max. loading rate for crude oil 3,000 tonnes/p.h. 

Loading from port side. 

Tankers must be equipped with a derrick with minimum 10% 
capacity. 

If cargo hose or connection is different, Master should contact “Ey 
Suez Terminal Office” 72 hours prior to his arrival at East Zeit sta» 
the tanker hose and connection type. 

Mooring facilities on tankers’s bow should be ready prior amy 
Tanker must be trimmed about 4 ft. by the stern and have adeqe 
ballast for manoeuvring. 

Vessels not fitted with either a Smit Bracket or chain stopper m 
have one set of bitts on the foc’sle head certified to S.W.L. of 100 tm 
BALLAST: Deballasting Facilities: Available at East Zeit Termix 
Shore facilities can accept up to 75,000 bbis. over 12 in. floating hy 
connected for this purpose. If Master will require deballasting Ode 
cargo tanks ballast while loading in operation, letter should be submit: 
to the terminal that all bulkheads are fully tight and no leakage to aw 
any contamination. Master on behalf of Owners and/or Charterers¥ 
bear all costs and expenses for cleaning operations required to remy 
any pollution which might occur due to pumping ballast overboard: 
well as a fine of U.S.$15,000. 

Note: Master advised that ballast facilities were not available) 
November 1992. 

NOTICE: S.B.M. can accommodate tankers up to 128,000 tons di 
under the following restrictions: 

(a) 7 — 10 days advance notice for lifting. 

(b) During loading operation, tankers to maintain 35% of! 
deadweight, subject to ensuring that ship’s propeller is ¥ 
submerged. 

(c) Maximum wind 25 knots. 

(d) Tanker trim upon arrival is 4 ft. — 6 ft. by stern. 

(e) Maximum wave height 6 ft. 

(f) Maximum current 1.0 knots. 

(g) Tanker to keep 30 ft. draft limitation duri 


loading. 
(h) Mooring shall be attempted during North to 


uth current conditior 


only. 
(i) Tanker shall approach the S.B.M. from South only. ‘ 
(j) No mooring attempts shall be made when the prevailing wind 
from S.E. and S.W. directions and is stronger than the effec® 
current. 


SHIPMASTER’S REPORT: August 1989. 
Vessel: 89,000 tons d.w.t. 

The Pilot for the Esso SBM prefers vessel to arrive at about 0400 
(i.e. berthing at daylight), so it is not necessary to delay vessel to a” 
at 0600 hrs. 

Pilot will board between the 2 SBMs. The N’ly SBM (red) is for Es 
cargoes, and the S'ly SBM (yellow) for SUCO cargoes. , 

While mooring to SBM, 2 seamen are required to standby aft wit! 
heaving line, ready to give a mooring line to towing tender if necessé) 

Papers arrive on board about 4 rs after completion of load 
Once loading finished, ullages taken and ship's figure obtained. Ves* 
can unmoor and anchor in waiting area, where cargo sampling may® 
carried out. 


OPERATOR: Esso Suez Inc. 


GEISUM MARINE TERMINAL: 27.38 N. aay 


NOTE: Terminal closed for modification and development in July !* 
Production will re-start in July 1994 from the shore (the “Al 
1” will not be used anymore). 
The loading point for Geisum Crude will be the Suco SBM at Zett 
(27° 50’ N., 33° 36’ E.). 


yAMRAWEIN: 26.15 N. 34.12 E. (See Plan) 
ACHES: Daytime Leading Marks: 
cont mark: Lat. 26° 15' 05.984" N., Long. 34° 12’ 01.622” E. 
pear mark: Lat. 26° 15’ 01.46" N., Long. 34° 11’ 54.95" EE 
gERTHING: Length of quay 67 m. Max. draft 33 ft. Conveyor belt and 
nechanical apparatus available. Daily average loading rate 4,000 tons. 
., addition to mooring bollard on the quay there are 4 mooring buoys. 


STER’S REPORT: April 1988. 
As berthing is carried out during daylight hours only, vessel should 
ETA accordingly. The nearest anchorage is at Quseir, about 
t mies to the South, where good anchorage is obtained about 2 miles 
7 (See B.A. Chart No. 3043). 
agdio: Quseir Radio — SUK. 
weaith: Quarantine inspection for Pratique can be done at berth or at 
at Quseir. 

some, Arranged by Agent or Misr Phosphate Co. There is no VHF 
communication with berth or pilot boat. Pilot boards about one mile East 
athe breakwater by a motor launch displaying flag ‘H’. Vessel may give 
; few blasts on the whistle to attract attention. Pilot is unlicensed and 
goes not speak English. It is advisable to discuss mooring plans with 
»m prior to approaching the berth. It is further recommended that the 
yaster should con the vessel himself to avoid confusion due to difficulty 
«communication. Vessel should have good long ropes ready to be sent 
out to the mooring buoys from quite a distance away. There are no tugs 
jvailable and the vessel is turned around by warping. Vessel should be 
yepared to join 2 ropes together if length of one is insufficient. Extreme 
cae is advised as windshifts can be quite abrupt and this vessel had 
abandon attempts to berth mid-way through approach and put to sea 
and wait for the wind to subside. 
Tugs: No tugs available. 
Berth Facilities: The berth is exclusively operated by the Misr Phosphate 
¢o. for loading rock phosphate in bulk. There is a mechanical loader 
wth 2 loading chutes about 50 m. apart. They are stationary and only 
one is used at a time. The vessel has to be warped forward and aft to 
ting the appropriate hatch under the chute. 
General: Limited quantities of fresh provisions are available. Watchmen 
and garbage disposal services were provided by the same supplier. 
Masters are advised to scrutinise all bills ppd ala prior to signing as 
attempts are made to obtain signature on biank bills on the pretext that 
hey are requisition slips. 


SHIPMASTER’S REPORT: January 1989. 
Location: Lat. 26° 15.5’ N., Long. 34° 12.2’ E. 

Hamrawein Phosphate Terminal has a single jetty of 67 m. length and 
telongs to Misr Phosphate Company, Hamrawein. There are 2 mooring 
qwoys. There are no leading beacons as mentioned in NP.64. All 
mooring operations and pilot are arranged by the shippers (Misr 
Phosphate). 

Port Limits: 4 nautical miles off the coast. 

Documents: Register, Safety Construction Certificate, Load Line 
Certificate, 1.0.P.P., Safety Equipment and Safety Radio Certificates. 
4copies Crew List. 2 copies Stores List. 2 copies Crew Declaration. 
2copies Currency Declaration. 

Free Pratique is usually granted after berthing when vessel boarded 
ty Quarantine Officials. 

Pilotage: Pilot is compulsory and boards 2-3 cables North of the North 
Mooring Buoy. The vessel is then turned around and re-approaches the 
North Mooring Buoy. 

Aoproaches: Vessel should approach from sea, heading for the North 
Mooring Buoy. Vessel sets South towards the dangerous reefs which 
can be visually seen or picked-up on radar when at close range. The 
(ees are not marked by buoys, etc., but can be recognised by change 
"water colour. 

Anchorage: The only anchorage available is one mile East of Kossier, 
as marked on B.A. Chart 3043. 

Maximum Size: Vessels drawing 33 ft. can be accommodated. 

Radio; Kossier Radio, call sign SUK, is recommended for all 
communications with agents, shippers, etc. 

There is no VHF or WT station at the Terminal. There is no contact 
with pilot as pilot boat is not equipped with a radio. The pilot boarded 
fom a rowing mooring boat with the pilot flag hoisted. The pilot boat 
Was out of order. 

Tugs: Not available. 
Serthing: Vessel heads for the North end of the breakwater, keepi 
tose to the North Mooring Buoy on the starboard side. When 30 m. of 
he breakwater, starboard anchor is let go to 4 shackles in water and 
vessel is swung around to make fast port side alongside. Mooring boat 
Sused for sending lines ashore. A line is also made fast to the South 
ing Buoy. This assists when leaving the berth. 
\oading: Two chutes are available with a good outreach, but only one 
o be used at a time. Vessel has to be shifted fore and aft frequently 
t po holds in position for the fore and aft chutes. Loading rate is 
sene a maximum rate of 7,000 tonnes per day can easily be 
Medical: Seamen can be sent to doctor at Kossier or Safaga, after 
pee permission granted by Immigration. Advance notice required. 
r.'sity: Average 1029. 

"esh Water: Not available at berth. Water has to be ordered from Safaga 
Ap oarve. Rate U.S.$22.00 per tonne, with minimum supply of 
F tonnes. 

Had Not available locally. Any requirements to be obtained from Safaga. 
“pairs: No facilities available. 

~ustoms Allowance: 200 cigarettes. Beer allowed. No liquor except 
"ines allowed. 

ae\tches, clocks, radios, cassette recorders, cameras, T.V. and videos 
3, paced under seal by Customs. 

Spatriation: Facilities exist for repatriation and for crew changes. 
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Airport: Nearest airport at Hurghada, which has regular flights to Cairo. 
Shore Leave: Generally no shore leave allowed. If permitted, shore 
passes required. 

Provisions: Fresh provisions and meat available and supplied by ship 
chandler from Kossier. No bonded items available. 

Authority: Misr Phosphate Company, Hamrawein (Red Sea), Egypt. 
Tel: (Kossier) 39. Cables: Hamerpho, Kossier. 

Agent: Damanhour, Safaga. Cables: Canal Shipping Safaga. 


MARSA AL HAMRA (EI Alamein): 30.59 N. 28.52 E. 


WEPCO Terminal: 
The Mono Mooring Buoy is in an open and unsheltered roadstead. The 
mooring buoy is located at Lat. 30° 58’ 07.5” N., Long. 28° 52.2’ E. Itis 
53 miles on a bearing of 255° from Ras-el-Tin Lighthouse, Alexandria, 
and 3 miles offshore in approximately 66 ft. of water. 
DOCUMENTS: 

4 copies Crew List. 

Deck log books showing date of last call at a A.R.E. port, completed 

up to the time of arrival. 

Quarantine Questionnaire in duplicate (Form No. 15 Q.A.) showing 
all ports of call, as well as dates of sailings for the last 30 days, nature 
of cargo on board, destination, as well as sickness among crew or 
passengers, if any, specially when it is presumed that the sick will be 
hospitalised. These forms can be filled on arrival if not available on board 
before arrival. 

Derat Certificate should be handy for inspection. 

Clearance from Last Port. 

Bonded Store List, in duplicate. 

Crew List and Passenger List in duplicate. 

PILOTAGE: The S.-S.W.-W. quandrant from the buoy is a Prohibited 
Anchorage Area. Gebisa Reef is at Lat. 30°58’ 30’N., 
Long. 28° 49’ 10” E., at 2.7 miles on a bearing of 260° from the buoy. 

The mooring buoy carries a light, flashing red 6 times per minute, and 
visible all round to a distance of 4.5 — 5 miles in clear tropical weather. 
It also has a fog horn, sounding “U" and a radar reflector. 

Surface current sets East at 10 miles offshore at the rate of 1 knot. 
Maximum rise and fall of tide in the mooring area is 2 ft. 

Vessel arriving should approach to within 2 miles North of the buoy, 
where they will be met by the Harbour Master or Pilot who will advise 
the ship's Master on approaches to the mooring buoy, mooring and 
unmooring. 

ANCHORAGE: 15 miles N.E. of SBM. 

RESTRICTIONS: Normally vessels are moored during daylight hours 
only, but permission can be obtained to sail at night. 

MAX. SIZE: 100,000 d.w.t. Max. draft 38 ft. 

HEALTH: Hoist Intemational Code Quarantine Signals when entering. 
Any sickness must be reported to local authorities. 

RADIO: The commercial radio station at Alexandria will handle WEPCO 
radio traffic. Alexandria Coast Radio Station (call sign SUH) operates 
24 hours a day on 444, 500 and 8,578 kHz, and between 0600 hrs. and 
1800 hrs. GMT on 12,974 kHz. 

Ships nearing Al Hamra Terminal may contact the terminal by FM/ 
VHF radio on 156.70 MHz or 2182 kHz. 

While at the mooring, ship-to-shore communication is by portable VHF 
radio-telephone units, under the direct charge of the Mooring Master. 
The terminal uses Channel 10 VHF for all communications. 

TUGS: Not available and not required. 

BERTHING: 2 good lines must be ready on the forecastle to be sent to 
the buoy plus a further 2 lines for use as messengers. Ship's lifting gear 
must be ready near the port manifold for lifting and connecting 2 x 12 in. 
hoses, with proper reducers if the manifold does not fit 12 in. hose with 
150 ASA standard flanges. The total weight per hose assembly is 
approximately 5 tons. Maximum loading rate is 3,700 t.p.h. 

A pilot ladder must be safely rigged for immediate use and long 
enough to reach the Mooring Master's launch. At night adequate lighting 
must be rigged overside to enable the Mooring Master to approach and 
board the ship safely, and searchlights should be rigged on both sides 
of the bridge to assist in running lines to the buoy. 

BALLAST: No dirty ballast may be pumped overboard, and it is the 
ship's Master's responsibility to ensure that no oil — whether crude, 
diesel, bunker or bilge — is pumped or spilled into the waters of and 
surrounding the Terminal. Ballast can be pumped ashore through one 
or both of the floating hoses direct to disposal facilities on shore. 
MEDICAL: Nearest hospital facilities are at Alexandria, at least 90 
minutes drive from the terminal. 

First Aid could be provided and if necessary, transportation to hospital 
in Alexandria. 

CUSTOMS ALLOWANCES: Present regulations at El Alamein allow 
each seaman to retain in his possession a maximum of 50 cigarettes 
or 1 ounce of tobacco or 5 cigars. All other smoking items must be 
collected and listed before arrival. The list will be checked by Customs 
before sealing the locker, and any discrepancies will be subject to fines. 
FRESH WATER: Not available. 

FUEL: Not available. 

AUTHORITY: Western Desert Operating Petroleum Company — 
(WEPCO), Borg El Saghr Building, Safia Zaghloul Street, P.O.Box 412, 
Alexandria, Egypt. Tel: 28710/17/18/19. Telex: 54075 Un. 
FAX: 4934016. Cables: Wepoil Alexandria. Contact: A. Abou Ouf, 
Operations Manager. 
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RAS BUDRAN: 28.56 N. 33.08 E. (See Plan) 


Ras Budran is an open area, unsheltered roadstead. There are presently 
5 large storage tanks with a total capacity of 120,000 cu.m., painted a 
pale yellow colour. To the North of the tank farm is the production area 
with ballast receiving and treatment facilities. There is a flare structure 
S.E. of the storage tanks and another small flare on the production 
platform in position: Lat. 28°58.2’N., Long. 33°07.8'E. located 
2.3 miles North of SBM. 

Vessel will moor to a single mooring buoy located 2.3 miles off Ras 
Budran Lighthouse on a bearing of 260°. 

The yellow painted SBM is located in a water depth 34 m. in position: 
Lat. 28° 56’ 05” N., Long. 33° 07’ 49” E. 

The SBM has an orange light, visible 5 miles. 

Cargo vessels can be loaded and/or discharged alongside the jetty 

at Ras Budran. The length of the jetty is 120 m. and the depth of the 
water is 6 m. 
PILOTAGE: SUCO (Suez Oil Company) Pilot/Mooring Master boards 
approximately 2.5 miles S.S.W. of SBM with mooring gangs. Pilot will 
normally meet and embark incoming vessels at Lat. 28°51’ N., Long. 
33° 06’ E. Vessel provides leeside on a course away from the shore. 

Pilot ladder and/or accommodation ladder should be kept in good 
order, cleaned and should be of adequate length and stre . Ladder 
should be provided with a safety line. A light shall be provided at night 
so that the pilot ladder is adquately lit. 

When Mooring Master boards, he will advise the Ship's Master, on 
the approach to the SBM, arrangements for mooring and unmooring, 
connecting of the hoses and all other operations within the mooring area. 
The Mooring Master will submit and receive from the Master all forms, 
documents and papers required, to be filled in and signed or received 

the Master. 

ANCHORAGES: SUCO will make every effort to moor ships arriving 
according to the agreed schedules as promptly as operational 
circumstances permit. 

If mooring is not possible, vessel will anchor in Anchorage Area in 
position: Lat. 28° 52.5’ N., Long. 33° 06.9’ E., 

Area within 1 mile radius of this area has been surveyed and is 
considered clear of any obstruction. Anchoring outside the area is strictly 
prohibited. 

The ground at Anchorage Area is sandy mud. 

RESTRICTIONS: Weather conditions may prevent berthing. This is the 
case when wind speed exceeds 25 knots. Vessel will then remain in the 
anchorage until weather improves. Daylight berthing only. Unberthing 
anytime. 

MAX. SIZE: 35,000 tons (s.d.w.t) to 250,000 tons (s.d.w.t) with a 
max. permissible draft up to 18.0 m. and LOA 500 ft. — 1,130 ft. 
HEALTH: Masters are to indicate in their ETA, notification of any 
re on board. SUCO will arrange with Health Authorities if so 
required. 

RADIO/VHF: Advise E.G.P.C. (Supply Sector) and terminal of ETA, 
72 hours, 48 hours and 24 hours prior to arrival. 

SUCO installation is to be supplied with relevant information on lifting 
gear, connections, ballast/segregated/dirty and quantity. 

On the berth (SBM) communications by VHF Channels 12 (24 hours 
listening) and 74 (Marine Office, 0700 — 1800 hrs.). SSB 2638 kHz to 
be used during office hours. 

TUGS: 2 mooring boats (1500 h.p. and 11,100 h.p.), available to 
assist with mooring and hose connection. The boats are equipped for 
anti-pollution operations. 

1 fire fighting tug is available on a standby basis whilst loading 
operations are in progress. 

BERTHING: All mooring equipment is available and will be placed 
onboard the vessel when Mooring Master boards. 

A vessel can make the final approach and moor to buoy from any 
direction Porat tart mind prevailing weather and tidal conditions. The 
approach shall made from the direction which is consistent with a 
safe approach and speed shall be subject to the prevailing forces (i.e. 
wind, current and tidal stream) at the location at the time of berthing 
with the assistance from mooring boats stationed at the buoy. 

Once moored the vessel is free to turn through 360° under the 
influence of the prevailing forces. 

HOSE CONNECTION: 16 in. standard 150 ASA flange connection for 
crude oil and ballast hoses. Port derrick with minimum 10 tons SWL 
ged for max. height and load lifting. 

hip’s crew shall be responsible for connecting and disconnecting 
hoses, with assistance of shore crew. 

A quick release coupling (camlock) is connected to each hose end 
and is to be used as follows: 

1. In case of emergency the butterfly valve shall be immediately 
closed and quick release coupling immediately disconnected. 

2. Do not hammer but try to use the cam wrench supplied or use 
copper hammer only. 

3. Tanker should be ready with reducer if it's manifold is not 16 in. 

4. Bags of sand to be available. 

5. Weight of the hose is approximately 6 tons. 

LOADING: Upon being informed by the vessel's responsible officer that 
vessel is re: to start loading, Mooring Master will normally advise the 
pt Room and ensure that the loading commences at a low rate (by 
gra E 

When it has been confirmed that there is no significant rise in pressure 
on the loading line, the crude oil will be loaded, pumping with a maximum 
rate of 6,000 tonnes/p.h. 

Crude oil is delivered through the submarine pipeline to the buoy and 
thence via a floating hose to the vessel's port side midship manifold. 
Hose diameter is generally 24 in., changing at the ship’s end to 16 in. 

It is forbidden to close any valve onboard the tanker against the flow 
of the crude oil until the butterfly valve of the loading hose has been 


If ship-to-shore communications fail during loading operations the 
emergency whistle signal is a continuous blast on the tanker's whistle. 
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Loading shall immediately be stopped and will not be resumeg 
communications have been re-established. ’ 

Before loading, cargo tanks are dipped by an independent | 
and a Terminal Inspector. If dirty ballast is retained on board unt 
next discharge port then amount of water and oil on top will be 

Density of Ras Budran Crude is approximately 0.909. 
Temperature when received on board approximately 31°C. ’ 

immobilisation of engines at SBM not permitted. 
BALLAST/POLLUTION: Deballasting System: It is preferable » 
vessels load crude oil while discharging ballast, but Master or Off 
in-charge must be sure that no contamination or pollution takes ps, 

If the vessel is not equipped with 2 lines in order to load and debal, 
at the same time, a quantity of crude should be loaded Prigr 
deballasting to ensure proper segregation. 

Dirty ballast must not be in the emulsion form and is not to Cong 
chemicals or detergents. 

Deballasting will be effected by ship's pumps delivering the bal, 
water to the dedicated submarine ballast line. 

The floating hose is normally 20 in. diameter, and the ship's» 
connection is 16 in. diameter. Deballasting rate 3,000 t.p.h. 

It is strictly forbidden to discharge dirty ballast overboard. 
Pollution: The Master has to comply with all regulations and instruciy 
prohibiting pollution under A.R.E. laws and under any pert: 
instructions issued by SUCO when conveyed to Master. 

Also the provisions for International Convention for Preventig, 
Pollution from Vessels 1973 and the Protocol of 1978 relating tos 
connection will be applied to the extent that such Convention » 
Protocol are in force in A.R.E. Owner/operator shall be liable for» 
damage resulting from the pollution caused by the vessel and shally 
for all the expenses incurred for its removal and elimination. 

Oil Spill: In the event of a spill or its detection, SUCO Mooring Mas 
must be notified instantly for the necessary action to be taken. 
MEDICAL: In case urgent medical assistance is required the ves 
should contact SUCO Marine Manager by VHF radio. A doctor » 
facilities are available but no hospital in the area. 

DENSITY: 1030. 

FRESH WATER: Not available. 

FUEL: Not available. 

REPAIRS: Not available. 

REPATRIATION: Possible in an emergency only. 

HOLIDAYS: Ras Budran Terminal will never be closed due to religa 
holidays. 

SHORE LEAVE: There is no shore leave for personnel of vessels wh 
at the terminal. 

HELICOPTER: Should the services of a helicopter be required: 
emergency or for any purpose whatsoever, the vessel will be give 
minimum of 30 minutes’ notice. 

WEATHER: Gales can be expected from a North-Westerly directs 
from October through May. 

Maximum weather condition for keeping the vessel on SBM; 
40 knots. 

The above conditions are only for guidance and are not relevani! 
the safety of the vessel but the safety of the buoy. 

The Mooring Master shall have the authority to decide whether 
ship should remain or vacate the buoy. 

Climate: The climate in the Gulf of Suez is generally good. The visit 
is usually excellent with few dust storms and infrequent fog. There # 
a few rain squalls. 

Winds: The general flow of the wind over this part of the Gulf of Se 
is dacs tes ¥ ceria the N.N.W. Winds are steadier in the Summ 
months (May-October) and almost nil from June to September. Gz 
can mainly be expected from a North-Westerly direction from Octott 
through May. 

The maximum velocity is approximately 45 knots, whilst the me 
wind speed is approximately 20 knots and is prevalent for some % 
of the year. There are occasional light Southerly winds. 

Tides: The tidal range is between 3 ft and 4 ft. 
Sea Condition: The surface temperature of the sea ranges from 1f 
to 27°C depending on the season. 

Seas and swells are usually from the N.N.W. and wave height @ 
reach 18 ft. but average is about 6 ft. During the Summer months (Mé 
August) there are many day's of 12 ft. — 15 ft. seas. 

urrents are generally located in mid-channel and set North when? 
tide is rising in Suez and South when the tide is falling. The rate is abe 
1.5 knots at Springs and 0.5 knots at vexnh 
AUTHORITY: Suez Oil Company (SUCO), 21 Ahmad Orabi Stree 
El Mohandessin, P.O.Box 2622, Cairo, Arab Republic of Eg? 
Tel: 650723, 650544, 807922, 813554, 807854. Telex: 93455 Sucol’ 
92300 Suco Un. Cables: Dexgulf. FAX: 3422734. Contact: A. Nas# 
Planning and Follow-up Manager. 
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gaS GHARIB: 28.21 N. 33.06 E. (See Plan) 


4 port at the Western side of Suez Gulf sheltered by the Cape 
yaa chain of reefs. 
NTS: 


ies Crew List. 
Certificate should be handy for inspection. 
Clearance from Last Port. 
Store List, in duplicate. 
Crew List and Passengers’ List in duplicate. 
antine Questionnaire in duplicate (Form No. 15 Q.A.) showing 
sports of call, as well as dates of sailings for the last 30 days, nature 
gf cargo on board, destination, as well as sickness among crew or 
rs, if any, specially when it is presumed that the sick will be 
‘espitalised. These forms can be filled on arrival if not available on board 
arrival. 
pILOTAGE: Compulsory. International Pilot flag must be hoisted and 
aigt will board vessel on arrival. Vessels should approach the anchorage 
son South-eastward and wait Southward of the Prohibited Anchorage 
ytl boarded by the Harbour Master who will pilot them either to 
noorings or to an anchorage Clear of the prohibited area of the pipelines. 

2 pairs of leading beacons stand about 4 and 5.5 cables, beside 3 

shers that stand about 12 cables Southward of Ras Gharib light- 
seucture. About 2 cables further Southward are 2 leading beacons. 
ithe above beacons are difficult to identify until close inshore. 
Waiting Area: Within 1 miles radius of Lat. 28° 20’ N., Long. 33° 08’ E. 
ANCHORAGES: Ras Gharib Anchorage, South-westward of the Cape, 
afords some shelter, but a moderate swell round the Cape is 
experienced on most days. Vessels can obtain anchorage in depths of 
about 5 fathoms. 

During most of the year there are Northerly winds, Force 3 — 5, but 
» December and January there are occasionally calms. On very rare 
ecasions, there are Southerly gales of short duration which make the 
anchorage untenable. 

The Northerly wind causes some swell in the anchorage, but it is not 
normally severe enough to interfere with the working of lighters or boats 
of moderate size. It is, however, unpleasant for small boats, except 
alongside the piers, which are well protected. 

N.N.W. winds of 20 m./sec (40 knots) are experienced in Summer but 
tis mostly calm in Winter. Care should be taken if wind changes to 
West and even more care should be taken if wind shifts to South. 

Except in the vicinity of the piers, there is usually some swell on the 
peaches. There is practically no rainfall and sand storms occur only very 
occasionally and they do not interfere with work in the anchorage. 

Anchorage is prohibited, owing to the existence of pipelines, within 
an area indicated by pecked lines on the chart. 

RESTRICTIONS: Berthing and unberthing in daylight only. 

HEALTH: On entering, vessels must hoist the International Quarantine 
Signal for compulsory quarantine. Any sickness must be reported to the 
doctor, specially when it is presumed that the sick will be hospitalised. 

The vessel's personnel should carry international vaccination and/or 
inoculation certificates. 

RADIO: E.G.P.C. (Supply Sector) and terminal require 72 hours, 
48hours and 24 hours notice of arrival. 

VHF: General Petroleum Co. on Channel 16. 

TUGS: 2 tugs, 400 h.p. and 80 h.p. available. 

BERTHING: There is an ore pier where vessels may berth with 
max. draft of 11 ft. without any restrictions in length. Vessels with deeper 
saft may discharge whilst at anchorage on to supply boats. 

Two cranes are available with capacities of 30 tons and 35 tons. 
Towage is also available. 


TANKERS: 
Northern Southern New 
Pier Pier Pier 
No. 1 No. 2 No. 3 
Depth at the pier 27 ft. 36 ft. 78 ft. 
Max. permissible draft 20 ft. 27 ft. 55 ft. 
Max. length for tanker 400 ft. 500 ft. 980 ft. 
Min. length for tanker 350 ft. 500 ft. 600 ft. 
Diameter of crude hose 8 in. 10 in 12 in 
Diameter of water hose 8 in. 10 in 12 in 
Min. capacity of 
_ lanker’s derrick 5 tons 5 tons 5 tons 
Loading capacity (t.p.h.) 650 1,200 2,000 


“ax. permissible load (tons) 8,000 20,000 
vargo: Ras Gharib Blend: AP! 21.0. Loading temperature 92°F/33°C. 
ngs: Vessels require 20 mooring ropes of 220m. length for 

Sending to 6 buoys, and 4 spare ropes. 

Séllast: Discharge rate 1,500 t.p.h. through 12 in. hose and 16 in. line. 

SUPPLIES: Transit and fresh provisions as well as deck and engine 

Stores provided by the United Arab Contracting and Marine Supply 

vompany (Cunsup). 

FRESH WATER: Not available. 

°c EL: Not available. 

MTOMS ALLOWANCES: Present regulations allow each seaman to 

3 in in his possession a max. of 50 cigarettes or 1 ounce of tobacco 
5 cigars. All other smoking items must be collected and listed before 

*val. The list will be checked by Customs before sealing the locker, 

Naenl discrepancies will be subject to fines. 

AUTON: See “Suez Canal”. 

>-'HORITY: Egyptian General Petroleum Company, Ras Gharib, 

cet. Tel: 7, 9, 11 and 23. Telex: 92998 Petgn Un. Cables: Petrogen. 

~ontact: Captain Mohamed El Sayed Fattoutt. 
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RAS SHUKHEIR: 28.08 N. 33.17 E. (See Plan) 


Also see “General” before first Port. 

ADVICE OF ARRIVAL: It is important that ships establish radio contact 

with “GUPCO" (Gulf of Suez Petroleum Co.) when 3 days distant from 

Terminal and maintain this contact until just previous to arrival at the 

Terminal. All ships should send a 72 hour ETA message to “Panintoil 

Cairo” giving the best estimate of ship's arrival time at the Terminal. 

This ETA message should also include a definite statement of the details 

of any equipment required from shore for connecting submarine hoses 

to ship's manifold. All ETA messages should be sent to appointed Suez 

Agent (with copies to “Gupco Cairo") when the vessel is 24 hours and 

12 hours distant from Ras Shukheir and at any other time any 

appreciable change occurs in the original ETA or those subsequent 

thereto. The 12 hour ETA should include a positive statement regarding 
ship's readiness to load on arrival and the number of hours that will be 
required to discharge ballast after ship is berthed in mooring. 

—6 hours before arrival, tankers should call Ras Shukheir on VHF 

Channel 16 to be advised if berthing is available or not, also to be advised 

of the approximate time for berthing. 

DOCUMENTS: 

4 copies Crew List. 

List of Ports of Call. 

Derat Certificate should be handy for inspection. 

Clearance from Last Port. 

Bonded Store List, in duplicate. 

Crew List and Passenger List in duplicate. 

Quarantine Questionnaire in duplicate (Form No. 15 Q.A.) showing 
all ports of call, as well as dates of sailings for the last 30 days, nature 
of cargo on board, destination, as well as sickness among crew or 
passengers, if any, specially when it is presumed that the sick will be 
hospitalised. These forms can be filled on arrival if not available on board 
before arrival. Quarantine officials board with Agent. No Customs 
formalities. Bond not sealed. 

ESSENTIAL REQUIREMENTS: Most Essential Requirements to be met 

by Tankers Lifting Oil at Ras Shukheir Terminal: 

1. Disposal of Ballast: No dirty ballast will be pumped overboard. 

Separate ballast disposal lines are available at Terminal to pump 

ballast to pit onshore, where oil and water can be separated and 

disposal made (24 in. at Berth No. 1 and 18 in. at Berth No. 2). The 
maximum pressure allowed on the ballast line is 150 p.s.i., which 
should not be exceeded. 

2. Notice of Arrival: Incoming tankers must send ETA at least 72 hours 
before arrival at Ras Shukheir. Local time is Greenwich Mean Time 
plus 2 hours. All time reports must be stated in local time. 

3. Anchorage: All vessels are prohibited to anchor outside the 
anchorage area and if necessary anchor inside it. The anchorage 
area is a circle one mile diameter. The centre is 4.4 miles from 
El Tor Lighthouse on a bearing of N.W. from it. 

Anchorage co-ordinates are Lat. 28° 16’ 25” N., Long. 33° 33’ 00” E. 
4. Tankers to have ready: 

(a) Windlass and both power anchors, each with not less than 
150 fathoms of chain. 

(b) At least 10 good nylon, synthetic, or wire mooring lines, each not 
less than 200 fathoms in length with efficient stoppers for each line. 
(c) On port side opposite ship's manifold, there must be equipment 
capable of lifting submarine hoses safely and efficiently. Weight of 
lift is 5 tons per hose. 

(d) Pumps for deballasting prior to or simultaneously with taking on 
oil. Pressure drop in ballast line is approximately 150 p.s.i. at flow 
rate of 12,000 barrels per hour. 

5. Crew Duties: The tanker's crew will perform all operations aboard 
tanker under supervision of Gupco’s crew. 

6. Tanker’s Valves: Tanker’s valves must not be closed against 
incoming oil stream. Rate should be reduced by half, at least 
15 minutes before stop loading. At least 3 minutes are required to 
close shore valves to stop flow of oil. 

7. Emergency Communications: If ship-to-shore communications fail, 
the emergency whistle signal is a continuous blast on tanker's whistle. 
Steam or air should never be shut off from the whistle during loading. 

8. Responsibility: The tanker's Master is responsible at all times for the 
safety of all the ship's operations. The Company Mooring Master will 
advise the Master in respect to loading pressure and hazard, but will 
not direct the loading except as may be necessary to protect the 
Terminal facilities. Ras Shukheir Terminal rules and regulations do 
not contravene International Safety Rules such as SOLAS (Safety of 
Life at Sea) or other maritime regulations, such as those of 
appropriate classification societies. In case of any conflict, the latter 
shall apply. 

PILOTAGE: Compulsory. International Pilot Flag must be hoisted and 

Pilot will board vessel on arrival. Ras Shukheir Lighthouse is located in 

Lat. 28° 08' 15” N., Long. 33° 16’ 20” E. It is a white flashing light, 

flashing every 3 seconds and visible for 10 miles. 

Gebal Gharib, situated about 18 miles South-westward, 5,742 ft. high. 
It makes a nearly perfect equilateral triangle with Ras Shukheir and Ras 
Gharib Lighthouse. Ras Gharib Lighthouse is an excellent landmark 
whether by day or night for vessels approaching from North, but caution 
should be exercised since this Light is obscured from 308° to the 
Westward. The sea-berth buoys are unlit. 

The Company's Mooring Master will meet all incoming tankers about 
2 miles from Ras Shukheir Terminal on a bearing of 290/300° from Ras 
Shukheir Lighthouse and will advise ship’s personnel in mooring and 
unmooring, raising and lowering of hoses. 

Vessels are requested to have a pilot ladder safely and securely 
rigged, ready for immediate use, and long enough to reach the Mooring 
Master's launch. If at night, adequate lighting must be rigged overside 
for the Mooring Master to approach the side and climb the ladder safely. 
Shipmaster’s Report: February 1993. 

The Pilot/Mooring Master boarded 1.5 miles abeam of berth. He 
remains on board until the vessel leaves the berth. 
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ANCHORAGES: There are a number of oil well installations, structures 
and submarine pipelines located in the Gulf of Suez opposite Ras 
Shukheir Terminal and approaching vessels are warned of these 
obstacles in manoeuvring and anchoring. 

Never anchor North of the sea berth. 

Shipmaster's Report: March 1991. 

Tankers should only anchor in Ras Shukheir Anchorage Area, 
4.4 miles N.W. of El Lighthouse (See B.A.Chart No. 2374), in position 
Lat. 28° 16’ 25” N., Long. 33° 30’ E. 

RESTRICTIONS: The Ras Shukheir Terminal operates 24 hours per 
day, 7 days a week. Ships are loaded and unmoored at any hour, 
weather and other circumstances permitting. Vessels are moored during 
daylight hours only, however, an exception may be made at the 
discretion of the Terminal. 

MAX. SIZE: See “Berthing”. 

HEALTH: The vessel's personnel should carry international vaccination 
and/or inoculation certificates. 

RADIO: E.G.P.C. (Supply Sector) require 72 hours, 48 hours and 
24 hours notice of arrival. 

The Alexandria or Port Said coast radio stations will handle GUPCO 
radio traffic. Ships may contact GUPCO through their cable address 
“Gupcoil Cairo”. The message will be received on their Cairo Radio 
Telegraph Office local teleprinter circuit, tape perforated and relayed to 
the Ras Shukheir Terminal. 

Cables from Ras Shukheir Terminal to the ships would be handled in 
the same manner. The Alexandria or Port Said coast radio stations 
transmit traffic lists at regular intervals listing the call signs of all ships 
for which they have traffic on hand. Thus any ship hearing its call sign 
in the traffic list of the coast station would call the coast station 
immediately after the traffic list. 

VHF: When ships are near Ras Shukheir Terminal, they may use their 
FM/VHF radios to contact the Terminal using Channel 16. 
BERTHING: One pier where vessels with max. length of 76m. are 
alllowed to berth alongside with a max. draft of 16.5 ft. Vessels may 
discharge whilst at anchorage and propeller type lighters are available 
for such cargo operations. 

Four cranes with capacities of 15, 30, 40 and 50 tons respectively are 
available together with floating crane with capacity up to 200 tons. 
Towage is also available. 


TANKERS: 
Seaberth Seaberth 
No. 1 No. 2 
Depth 95 ft. 95 ft. 
Max. permissible draft 64 ft. 56 ft. 
Max. length for Tankers 1,000 ft. 1,000 ft. 
Min. length for Tankers 750 ft. 750 ft. 


Numbers of Crude hoses 3 3 


Diameter of Crude hoses 12 in 12 in 
Diameter of Ballast hose 12 in 12 in 
Min. capacity of 

—Tanker's derrick 5 tons 5 tons 
Loading capacity (t.p.h.) 6,000 4,000 
Max. permissible load (tons) 150,000 270,000 


Cargo: Gulf of Suez Mix Crude Oil is approximately 0.875/15°C. 
Temperature when received on board is approximately 32°C (March). 
LPG: In addition to the 2 Sea Berths, there is Sea Berth No. 4 for loading 
L.P.G. tankers which is located 6 miles South of Ras Shukheir 
lighthouse. 

The specifications are as follows:- 

The Channel Entrance is marked by one radar reflecting (turning 
buoy), 6 pontoon guiding light buoys with radar reflectors, 3 green lights 
located on the starboard side of the channel, and 3 red lights on the 
port side of the channel. Flashing characteristic of the signal is “U” with 
3.6 second intervals. The max. water depth in the channel and the berth 
is 24 ft. The berth consists of 4 mooring buoys, 8 loading hoses and 
6 vapour hoses. 

The max. capacity of vessels using this berth is 1,600 tons with a 
length no greater than 330 ft. Max. draft after loading is 17 ft. 
SUPPLIES: Transit and fresh provisions as well as deck and engine 
stores provided by United Arab Contracting and Marine Supply Co. 
SUBMARINE HOSE LOADING BERTH: Tanker is loaded by means of 
submarine pipelines to which are attached 2 or 3 hoses for loading and 
1 hose for discharging ballast. A 36 in. pipeline transports the oil and a 
24 in. line in No. 1 Seaberth, or 16 in. line in No. 2 Seaberth transports 
the dirty ballast to a ballast pit ashore. The loading berths are located 
approximately 3,580 ft. offshore in a water depth of approximately 95 ft. 
The loading and ballast lines are laid in the same trench and run in a 
direction 055°. The mooring buoys are numbered 1, 2, 3, 4, 5, 6, 7 and 
8 (on the port bow) and running consecutively in a clockwise direction. 
LOADING READINESS AND ARRIVAL TIME: The company will make 
every effort to load vessels upon arrival or as promptly as berth is 
available, weather permitting. Notice of Readiness will not be accepted 
as at time of arrival unless the vessel is in all respects ready to load. 
Arrival time will be considered as the time the Mooring Master boards 
the vessel or the time that vessel anchors, whichever occurs first. 
FRESH WATER: Not available. 

FUEL: Not available. 

REPATRIATION: Not recommended. 

HOLIDAYS: The Terminal will never be closed due to Religious 
Holidays. 


SHIPMASTER’S REPORT: February 1993. 
Anchorage: Ras Shukheir Anchorage Area is designated on B.A. Chart 
No. 2374 (Lat. 28° 16’ 25” N., Long. 33° 33’ 00” E.). 

The holding ground is mud and very good. 

The anchorage can be approached from North of Morgan Oilfield or 
from South past Felix Jones Patches and between the oilfield and the 
shore. 
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Tankers: Seaberth No. 1: Max. draft 19.5 m. 

Seaberth No. 2: Max. draft 19.2 m. 
Ballast: All ballast from cargo oil tanks must be discharged ay, 
through the ballast line at a cost of U.S.$ 0.25 per metric ton. 
Moorings: All wires to have rope tails. The winch serving Buoy Ny 
should have an extra wire married on. The winch serving Buoy \y, 
should have a mooring rope married on. 
Supplies: Fresh provisions are brought from Suez at a transportay 
charge of U.S.$ 50.00. They are of good quality. 
Shipchandler: The Egyptian Marine Supply and Contracting 
Telex: 66132 Consup Un. 


AUTHORITY: Operator: Gulf of Suez Petroleum Co. — GUPCO, ip; 
Box 2400) Palestine Street, 4th Sector, New Maadi, Cairo, Egy 
Tel: 3522846, 3521365. Telex: 92248 Gupco Un. Cables: G 
Cairo. Contact: Captain Hassan Hafez, Marine Division Manager, 


AGENCY: See “Suez Canal”. 


SAFAGA: 26.46 N. 34.00 E. (See Pla 


DOCUMENTS: The following documents are required on arrival: 

Quarantine Questionnaire in duplicate (Form No. 15 Q.A.) shows 

all ports of call, as well as dates of sailings for the last 30 da 
nature of cargo on board, destination, as well as sickness am» 
crew or passengers, if any, specially when it is presumed that 
sick will be hospitalised. These forms can be filled on arrival if, 
available on board before arrival. 

1 Crew List and 1 Passenger List. 

Derat Certificate should be handy for inspection. 

Clearance from Last Port. 

Complete set of Manifests covering all cargo on board showing nan 

of shippers and consignees. 

4 copies List of Passengers in Transit. 

4 copies Crew List. 

Deck log books showing date of last call at an A.R.E. port, complies 

up to the time of arrival at Port Said or Suez. 

PILOTAGE: Compulsory. International pilot flag must be hoisted 
Pilot will board vessel on arrival. Vessel should endeavour to arrive: 
the N. end of the island by sunrise, at Safaga Port by early momix 
the light behind them will show up the reefs clearly. Wind, light int 
morning, gains strength during the day, making tying up more diffi 
A beacon (Morewood Beacon), visible a mile off, is erected onh 
Southern spit of the island. After rounding the spit, Masters ke 
5 cables clear of visible reefs and enter the harbour keeping the 2 lay 
beacons to the North of the pier in line. The Manager, or 
representative, of the Seings Phosphate Company will meet ships’ 
launch with instructions on berthing. 

MAX. SIZE: See “Berthing”. 

HEALTH: On entering, vessels must hoist the International Quarantt 
Signal for compulsory quarantine. Any sickness must be reported toh 
doctor especially when it is presumed that the sick will be hospitaliss 

The vessel's personnel should carry international vaccination and 
inoculation certificates. : 
BERTHING: Phosphate: There are 2 mooring buoys marked B an: 
and 2 mooring posts marked A and D. 

(1) The anchor position is marked by a small red or white flag. Whe 
mooring, manila ropes only should be used, as wire ropes can bew 
out afterwards when ship is alongside. 

(2) Due to rocky nature of sea bottom, it is very desirable that sho! 
coming into berth, does not override her anchor, as, if this happet 
chain Is apt to foul coral bottom and cause trouble later on. : 

(3) Endeavour to have all way off ship when anchor position! 
reached. Drop anchor as close to flag as convenient and go asié’ 
If necessary check cable when 2 shackles have been paid out. 

(4) Run rope to Buoy C, run rope to Buoy B, run rope to Post D, th 
run rope to Post A. Run Spring to S1, S2, S3, and pull alongs 
Company's launches will run all ropes. 

(5) If wind is blowing strongly off shore, a Spring may be run toS 
immediately a good rope to Buoy B is made fast. ; 

(6) The best way to reach the anchor position is to steer orig 
same, keeping Buoy C on port side. This will keep vessel clear of 
C and when anchor is dropped, the stern should swing clear of 
Buoy. If it does not, a rope can be run to S3 and the stern pulled’ 
before falling back on pier. 

(7) With anchor dropped as shown, 6 shackles should see No. 1 ha? 
at the pier, but if chain is slackened carelessly, it may foul bottom # 
be insufficient to reach pier. 

If visibility is very good, a course can be made between the Hyndr 
and Cannon Reefs, and altered to bring the beacons referred to ® 
line. 

Rock phosphate and ground phosphate are loaded at this port 
shipment all over the world. The mines are situated some 30 km. &@ 
and are connected by company’s own railway. Rock phosphate loa? 
(1,000 metric tons per day) from elevator and phosphate in bags" 
ship's gear. Max LOA 70 m. Max. draft 27 ft. , 
General Cargo: Cargo vessels can berth alongside a quay of co 
with a draft of 30 ft. — 32 ft. Quay used for loading and dischag 
general cargo. It can accommodate 2 medium size vessels and o* 
large vessel. 

Grain: LOA 220 m. Max. draft 36 ft. 06 in., however vessels can d& 
with draft 42 ft. Discharge rate 8,000 - 10,000 tons per day 
Aluminium: Max. LOA 285 m. Max. draft 33 ft. Discharge rate 8,00 
9,000 tons. 
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rEVEDORES: Canal Stevedoring Co. 
Seavices: Water, deck and engine stores and provisions provided by 


n Contracting and Marine Supply Co. 
BhDAYS: See “Suez Canal”. 


STER'S REPORT: January 1981. 
- Pilotage for berthing is compulsory, and the Harbour Master 
ilot. 
= ST cenerbire at night is forbidden, without special permission 
rom the Naval Authorities. ; ; 
ges: Vessels are allocated an anchor berth in the inner harbour 
the Harbour Master. Vessel anchored in the Northern part of the 
bl ge, with Morewood Beacon bearing 135.5° x 2.8 miles, in 30 m. 
y water, with 6 shackles of cable out, and no difficulties were 
, despite a period when wind from the North of Force 5, 
sting 6, occurred when the ship had a 3,000 tonne coaster alongside. 
Approaches: Vessel arrived off Safaga Island at approximately 
730 hrs. and no difficulty was experienced in anchoring with Morewood 
: bearing 334° x 11 cables. The N.E. point of Safaga Island, and 
we headland near Bir Safaga showed up well on radar, as did Morewood 
aeacon, once identified. 

Upon entering harbour the next morning at first light, a little difficulty 
was experienced in locating the leading beacons. From outside the 
narpour, the most prominent object visible is the alumina silo and 
sievator, and this uncharted feature being mistaken initially for the 
charted phosphate transporter, we were looking in the wrong place. 
Once sighted, however, the beacons were found to show up well in the 
early morning light. (These leading beacons are fitted with Fixed Red 

s, but these are only turned on when Naval Vessels are pie or 
gaving port by night). A can shaped mooring buoy situated in the middle 
of the inner anchorage just North of the leading line is of assistance, 
tut the buoys marking the dredged channel are non-existent. This 
mooring buoy is a handy turning point for ships proceeding to the 
Northern part of the anchorage. 

Apartly ruined beacon is visible on the sand spit at the Southern end 
of Safaga Island approximately 3 cables from Morewood Beacon. 

Of the two stranded wrecks charted on the S.W. shore of the inner 
anchorage, the Northern one (marked PA) has been salvaged. The 
Southern one is conspicuous, and afloat at high water. It is reported that 
this one may well be salvaged soon. 

There appeared to be little or no tidal stream or current to speak of 
nthe inner anchorage, vessel lying to the wind most of the time. 

Max. Size: The largest size of ship handled is about 50,000 tonnes 
dwt, with a max. draft of about 11 m. 

Radio: There is no radio station at Safaga, and telephone/telex links are 
minimal. Harbour authorities wishing to communicate with ships entering 
use VHF sets of ships alongside. We maintained a normal sea watch 
(| Radio Officer) both at anchor and alongside, and good 
communications were obtained with Portishead Radio. 

lugs: There are no tugs available. 

8erthing: Commercial Wharf: Approximately 500 m. in length. 

This has 3 berths at present. No. 1 Berth is the one at the N.E. end, 
Berth No. 2 in the middle, and the alumina berth at the S.W. end. 

Berths No. 1 and 2 are kept exclusively for the discharge of wheat; 
cement ships use the alumina berth by private arrangement. Depth 
alongside Berth No. 2 is officially 9.1 m., but reported deeper. (We 
verthed drawing 9.6 m.) and at Berth No. 1 the depth is stated to be 
97m. alongside, but 11.0 m. if barges are placed between the ship and 
the quay. Works are in progress to extend the commercial wharf 
Northeastwards from Berth No. 1 almost up to the Naval Wharf, which 
extends as marked on the chart. 

The Oil Jetty charted to the South of the town is reported to be part 

of the Naval Base. 
Cargo Handling: Bulk wheat is discharged by portable pneumatic 
conveyors (vac-u-vators) into hoppers on the quay, where it is bagged 
and taken away by lorry. (Discharge rate for this vessel approximately 
1,900 tonnes/day). 

Alumina is discharged direct to the silo by fixed elevator. 

Cranes: There are no cranes on the wharves. It was reported that there 
$a mobile floating crane, of 15 tonnes SWL at 35 m. radius, although 
ag not seen by us. A small floating crane is in use for the extension 


Medical: A doctor is available, and will visit ships at the inner anchorage. 
Cholera Vaccination Certificates are required, and the doctor will do 
vaccinations. 
Density: 1030. 
fresh Water: There is a limited supply of fresh water, the quota being 
; tonnes a month for all ships, but this is expensive. 
uel: No fuel oil of any kind available. 
Consuls: None locally. 
Repairs: The nearest repair facilities are at Suez. 
angway/Deck Watchmen: Employment by the ship of shore watchmen 
‘compulsory, and they have to be accommodated on board both 
alongside and at the inner anchorage. Whilst shore labour is onboard, 
2policeman is placed on board to guard the ship's accommodation. 
@ Leave: Permitted, passes being issued when ships are alongside, 
. h apart from one hotel there is very little to do in Safaga. Agents 
“an atrange trips to the River Nile, Valley of the Kings, etc., but special 
are required. 
Saher fevers: Fresh provisions are available in season, and a 
will visit ships without prior appointment. 
Cargo Handled: 4 E ase 
Principal activities of the port are: 
hY Import of wheat: approximately 100,000 tonnes/month. 
a Import of alumina: 60 — 75,000 tonnes/month. (3 — 4 ships). 
fn Import of cement: 13 — 15,000 tonnes/month. (1 — 2 ships). 
) pea rf phosphates: approximately 20,000 tonnes/month. (1 — 
< Ships). 
a (ii) and (iv) are all under the control of the Egyptian Government, 
'S Carried out privately. 
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SHIPMASTER’S REPORT: September 1982 

1. Pilot does not board on arrival. 

There are very good visible leading markers (red and white), also 
5 buoys have been laid out marking the dredged canal. They are 
ordinary unlit mooring buoys. Pass between these buoys with the leading 
beacons 310° True and vessel is clear of dangers. On the 5th buoy, 
which is (single) on vessel's starboard side vessel can turn out of the 
channel and proceed to any place outside the 310° lead. 

2. Discharging grain, draft limit 36 ft. 6 in. With 30 ft., vessel shifts to 
Berth No. 2 to finish. Daily rate of discharge is about 3,600 tonnes. 

3. Water comes by pipeline from Nile River not by barge from Suez. 

4. Berthing: Use starboard anchor. A motorboat takes first 2 head- 
ropes then 2 stern ropes ashore and then heave the ship alongside. 
Pilots are careful. 

cares Have 3 headropes, 2 breastlines and 1 spring ready (same 

aft). 
When shifting from Berth No. 1 to No. 2 ship does not shift along the 
berth but makes a new berthing due to anchor. 


SHIPMASTER’S REPORT: January 1983. 

Pilotage: The Harbour Master has ceased allocating anchorage and 
ships now anchor wherever they like inside bay. Our vessel is 610 ft. 
long and drawing 36 ft. 6 in. and like your earlier report arrived and 
anchored half a mile South of Morewood Beacon at 2140 hrs. and moved 
up to anchor four cables from grain berth in the morning. Passage over 
reef crossing bay (apart from clearly shown leads) is now marked by 
four mooring buoys and channel is 13 m. depth. 

Berthing: There is now a 900 h.p. tug to assist. The new berth towards 
the Naval Wharf is nearing completion. We berthed at No. 1 drawing 
11.13 m. with barges between ship and quay. 

Fresh Water: Service is prompt when needed. 


SHIPMASTER’S REPORT: March 1988. 

Approaches: (B.A. Chart 3043). Vessels approaching from the South 
should keep on Ras Abu Soma which shows up well on Radar at about 
24 miles. Panorama Reef Beacon shows up well on Radar at about 
10 miles. Safaga Beacon bearing 265° gives a good echo on Radar at 
24 miles. 

After coming abeam of Panorama Reef Beacon at a distance of 
2 miles to the North, steer 211° passing abeam of Morewood Beacon 
at a distance of about 9 cables. Morewood Beacon shows up well on 
Radar at about 14 miles. Cnsult soundings continuously as vessel has 
to anchor 1 mile South of Morewood Beacon. This is on the instructions 
of the Pilot (VHF Channel 16), who always boards in the roads from a 
tug. Entering the harbour with Pilot is compulsory. There are no 
difficulties and no significant current was experienced. The tide is 
considerable. The roads have good holding ground. 

Weather conditions are mostly good. Visibility also good. No rain, 
drizzle on no more than a few days a year. 

If approach is adjusted for dawn the reefs show u 
conspicuous white cubiform building lies to the South of 
at approximate position 26° 42.7’ N., 33° 59.7’ E. 

Entering and leaving the Harbour is only possible during daylight 
hours. 

The 4 buoys marking the dredged channel of about 14 m. depth, found 
to be in the charted position. They are "'can-shaped” unlit mooring buoys 
with the colour of rust (unpainted). There is another (fifth) buoy on the 
North side, of same characteristics (uncharted), at approximate position 
25° 43.32’ N., 33° 57.55’ E. The tug is usually made fast to the buoy. 

The leading beacons can easily be located. There is a conspicuous 
sharp mountain summit far behind (see picture in Pilot Book), in line 
with the leading beacons. Vessels sailing from the Harbour disembark 
the Pilot inside the Harbour, West of the fifth buoy. Pilot is picked up by 
a pilot boat. Accommodation ladder is usually used. 

Anchoring inside the Harbour (7 shackles in the water), is always with 
the assistance of the Pilot. Good holding ground. 

Restrictions: Vessels have to arrive with a max. draft of 36 ft. 6 in. 
(11.13 m.) which is the maximum according to local regulations. However, 
1.0 cm. — 2.0 cm. by head or by stern is not a problem, but if over 
2 cm. vessel is in trouble. If she is not covered by Charterer’s orders 
and instructions, a big problem could arise against the vessel. Receivers 
will not accept N.O.R. and Charterer puts vessel “off-hire” for the time 
she takes to discharge the quantity corresponding to the said 2 cm. 
overdraft and the vessel has also to pay about U.S.$ 10.0 per tonne of 
the quantity discharged up to 11.13 m. alongside berth. This happened 
to us, but as vessel proved that it was not responsible, the Egyptian 
Charterers accepted the entire liability for time and expenses. Since 
both Charterers and Receivers are government companies, | did not 
understand the problem. 

Grain Berth: The new grain berth, close to the Naval Wharf, was 
completed in March 1987. Depth alongside berth is 39 ft., and 36 ft. 
reported at the South West end of the berth. Vessels of 225 m. in length 
are warped ahead when the draft reaches 10.0 m. or less. Berthing is 
as described in “Shipmaster's Report” September 1982, paragraph No. 4. 
One tug assists when berthing. 

The grain silo has 100,000 tonnes capacity. Trucks continuously load 
from the silo. The 2 movable modern “Buhler Miag” unloaders with two 
pipes each, work continuously from 0730 hrs. to 2345 hrs., 7 days a 
week. When other ships are waiting at the anchorage they may work 
overtime up to 0200 hrs. next morning. Discharging is fast, average rate 
about 8,800 t.p.d. 

There is a plan to accommodate a special 100,000 tonne grain vessel. 
Repatriation: Possible by air from Luxor or Harghada Airport via Cairo 
or by car to Cairo via Suez (10 to 12 hours). Repatriation can only be 
arranged through state agents’ head office in Suez. 

Density: 1030. 

Fuel: Not available in Safaga but large quantities can be arranged and 
come from Suez by bunker barge (small tanker). Fuel and gasoil of very 
good quality. 
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Fresh Water: Limited supply and expensive. Quality may be poor. 
Provisions: Fish available in Safaga. Other provisions could also be 
supplied from Suez, transportation cost is U.S.$125.00, including 
Customs formalities. 

Communications: Harbour Master/Pilot and Agent have VHF. There is 
a telephone station in Safaga. It is easier to call overseas in the 
afternoon. From Luxor it is very easy and clear with automatic telephone 
in telephone station or in hotels. 

Telexes: For vessels with INMARSAT telex on board, the following telex 
numbers are very useful as Egyptian Charterers do not provide telex 
numbers. 

Martrans Cairo: 00 91 92909/92243; Arabnavi Alex: 00 91 54131/ 
54509/54311; Estram Cairo: 00 91 93472/92062; Egyptalum Alex: 00 
91 94131; Silo Cairo: 00 91 23154; Maramon Alex: 00 91 54507/54127; 
Minship Port Said 00 91 63263/63034; Minship Suez: 00 91 66042; 
Memship Alex: 00 91 54162/54502; Mishipco Alex: 00 91 54193. 
General: Pilot Book No. 64S/1986 shows phosphate silo. 

In addition fo cargo ships (phosphate, grain, cement), cruise ships 
call at Safaga and anchor in the inner anchorage and passengers visit 
Luxor which is 3 hours away from Safaga (about 220 km.). Crew are 
able to visit River Nile, ancient Kings’ and Queens’ tombs and the 
museum in Luxor. Permission from Immigration is required but could 
easily be arranged by state Agent who also arranges the transportation. 
A visit to the nearby tourist village of Harghada is also possible 
(20 minutes from Safaga by car) where there are very good hotels and 
tourist shops. Permission can again be obtained through state Agent. 
Crew interested in diving can hire divers suits, etc. from special 


companies (Rate 80 Egyptian pounds for 2 hours, including 
transportation). 

AUTHORITY: Ports and Lights Administration. 

AGENCY: See “Suez Canal”. 

SIDI KERIR: 31.06 N. 29.37 E. (See Plan) 


DOCUMENTS: Free zone area, no entry documents to the offshore 
terminal are required. 
PILOTAGE: SUMED's Mooring Master and his assistant board the 
tanker 2 miles North of Buoy A1. 
Notifications: ETA messages should be sent by cable via Alexandria/ 
Port Said Radio on leaving previous port. Cables should be prefixed 
“For urgent delivery send via Telex 54108 or 54033 SUMED UN” and 
be confirmed 72, 48 and 24 hours prior to arrival. (Day and night berthing 
and operation). Arrival draft should be indicated. Vessels should arrive 
with a trim of 8 ft. by the stern and appropriate ballast to ensure that 
ee ebs is completely submerged. 

OCATION OF BUOYFIELD: (SBMs) 

A1: Lat. 31° 06’ 26” N., Long. 29° 36’ 46” E. 

A2: Lat. 31° 05’ 32” N., Long. 29° 35’ 38" E. 

A3: Lat. 31° 04' 24” N., Long. 29° 35’ 37” E. 

A4: Lat. 31° 04’ 54” N., Long. 29° 37’ 39” E. 

A5: Lat. 31° 05’ 40” N., Long. 29° 38’ 24” E. 
ANCHORAGES: Tankers can anchor to the North and N.W. of the 
buoyfield. 

— SIZE: The five berths are spaced one from the other so that each 
as: 

Mooring Area Radius: 410 m. for Ai and A2 (accommodate vessels 
up to 350,000 d.w.t., 400,000 d.w.t. with Sumed's prior approval); 320 m. 
for A3, A4 and A5 (accommodate vessels up to 250,000 d.w.t.); 
Manoeuvring Area Radius: For A1 and A2, 1,220 m.; For A3, A4 and 
AS, 915 m. 

Water Depth and Draft Limitations: 

For A1 and A2: 85 ft. maximum water depth 
75 ft. maximum draft 
60 ft. mimimum water depth 
56 ft. maximum draft 
Minimum Size: 50,000 d.w.t. +5%. Minimum cargo loading is 40,000 
metric tons of any one type of crude oil. 
TUGS: 2 tugs x 2,200 h.p. and 2 supply boats x 4,000 h.p. with fire 
fighting and anti-pollution equipment is available as required. 
Mooring Launches: 500 h.p. mooring launches assist in mooring and 
hose operations. 
RADIO: All messages to be sent via Alexandria/Port Said Radio. Sidi 
Kerir has a HF long range radio working on 2182 kHz and 4142.5 kHz. 
VHF: Channels 16, 78 and 3. 
BERTHING: Ship's Derrick: The ship's derrick should be capable of 
lifting 10 tons and rigged on the port side ready on arrival to take the 
gear on board for berthing the ship and connecting the hoses. 
Mooring: Buoys A1 and A2 are equipped with twin nylon ropes of 18 in. 
circumference and 180 ft. long, ending with a 26 in. chafing chain 2.75 in. 
diameter. A support buoy is connected to the chain. 

The port side mooring rope has a 350 ft. polypropylene pick-up rope 
of 10 in. circumference. The starboard side is the same but the pick-up 
rope is only 180 ft. in length. Two bow stoppers are required. 

Buoys A3, A4 and A5 are equipped with one gromet rope of 15 in. 

circumference and 180 ft. long, ending with a 26 ft. chafing chain. One 
bow stopper is required. 
Hoses: Each berth has two cargo hoses with a 16 in. connection (ASA 
150). There is a ballast unloading facility with 16 in. connection. 
Connection of hoses to be performed by the vessel under the supervision 
of SUMED's Mooring Master. 
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For A3, A4 and AS: 


- 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engie 


Loading/Deballasting Rates: 


Buoys A1 & A2 Loading Max. 12,000 tonnes per 
A1 only Deballasting 5,000 tonnes per 

Buoys A3, A4 & A5 Loading Max. 10,000 tonnes per 
A4 & AS Deballasting 3,000 tonnes per a, 


Shipmaster's Report: January 1986. 
Dirty ballast reception: 1 = 16 in. floating hose. Hose to be connects, 
ship's crew together with cargo hoses. Maximum discharge Press, 
100 p.s.i. according to Loading Master there is no limit on quantity 
SUPPLIES: No bunkers or supplies are available or permitted, — 
MEDICAL: Private doctors and hospitals are available in Ale 
SHORE LEAVE: There is no shore leave for personnel of Ves 
loading at Sidi Kerir Terminal (disembarkment from vessels is Ste 
forbidden except in emergencies). 

ee DISPOSAL: Collection service available. Plastic bags, 
provided. 

WASTE OIL DISPOSAL: Collection service not available. All buoys; 
equipped with deballasting sealines. 

SEAMAN’S CLUBS: No shore leave from Sidi Kerir. 
CURRENCY: Egyptian Pound. 

AGENCY SERVICES: Not required under normal circumstances. 
DEVELOPMENTS: March 1992. 

An SBM capable of accommodating fully loaded tankers up to 350) 
d.w.t. (400,000 d.w.t. subject to Sumed’s prior approval), hang 
2 products (crude and ballast water) simultaneously under cep 
prevailing weather conditions, is to be installed. One bow stopper, 
be required. 


SHIPMASTER’S REPORT: General: Sidi Kerir is the Northern eng, 
the pipeline from Ain Sukhna in the Gulf of Suez. The pipeline is ow 
by the Arab Petroleum Pipeline Co. and operated by SUMED Co. (Sy 
— Mediterranean). 
The Sidi Kerir Terminal (Tanktarm) position is at Lat. 31° 03’ N., Loy 
29° 40’ E. There are at the moment 5 SBMs for loading vessels, m 
are planned for the future. The buoy field is marked by the follow 
points: “A” Lat. 31° 08’ N., Long. 29° 37’ E., “B" Lat. 31° 04'N., 
29° 31’ E., “C” Lat. 31° 01’ N., Long. 29° 35’ E., “D” Lat. 31° 054 
Long. 29° 41’ E. 
The area within ABCD is a prohibited anchorage area and may 
be entered without a Pilot. 
The position of the 5 SBMs is within the area: 
1. Lat. 31° 06.7' N., Long. 29° 35.7’ E. For loading Arabian Ligh 
Kirkuk Crude. 

2. Lat. 31° 05.9’ N., Long. 29° 36.9’ E. For loading Arabian Ligh 
Kirkuk Crude. 

3. Lat. 31° 04.6’ N., Long. 29° 36.9’ E. For loading Arabian Ligh) 
Kirkuk Crude. 

4. Lat. 31° 05.0’ N., Long. 29° 37.9’ E. For loading Arabian Ligh 
Kirkuk Crude. 

5. Lat. 31° 05.1’ N., Long. 29° 38.6’ E. For loading Basrah Crude 
(a) The current sets usually from N.W. at about 0.5 knots but m 
increase during Summer to 1 knot; there is no considerable tide. 

(b) References: BA Chart 3356; BA Pilot Book 49, 6th edition 19% 
Documents: One crew list, one ship's stores list and clearance frome 
port. 

Pilotage: Pilot also acts as Loading Master and boards vessel ai 
anchorage. A pilot ladder/accommodation ladder combination is to 
rigged on the starboard side. Vessels must give a lee for the pilot lau’ 
Pilots work preferably during daylight hours. 

Anchorage: The anchorage is one to two miles North of the buoyté 
in 20 to 40 fathoms of water. There is good holding ground on sat 
bottom; no shelter during Northerly winds or swell. The port closes dum 
strong winds and swell. An open sea approach; no dangers on the W 
to the anchorage. The coastiine is low desert and gives a poor ect 
the best radar echo during the approach was the tankfarm and? 
pipeline. 

Max. Size: Max. draft 75 ft. Max.size 400,000 d.w.t. 

Radio: ETA information to be given preferably via Alexandria Rado! 
telex number 54108 attention “SUMED operations — Alexandria” a” 
48, 24 hours prior to arrival. Initial message should give call s¥ 
Summer deadweight; Summer draft; cargo requirements with name! 
crude and approximate quantity required in cubic metres and tov 
also maximum loading rate required in cubic metres; last port; 
vessel carries 2 x 16 in. reducers. 

Health: Free Pratique is given by the Pilot/Loading Master. 

Tugs: One tugboat, 2,200 h.p., is on standby at the buoyfield and® 
assist on request. 

Berthing: The vessel moors to a SBM. The mooring equipment, 2 # 
slings, 2 shackles and a toolbox, are taken from the launch. 

SBM Loading Berth: The hoses are connected by the ship's crew un® 
the supervision of the Loading Master. The (2x16 in.) hoses are 0 
floatable type with a Camlock connection. 

The maximum loading rate is given as 15,000 cu.m./h. or as reques* 
by vessel. Before completion of cargo the pumps are stopped 
balance loaded by gravity. At the present time the dirty ballast faci®® 
are under construction. 

Repairs/Drydocks: At Alexandria about 12 miles to the East. No facl® 
at Sidi Kerir. 


Density: 1026. 

Supplies/Services: None. 

Authority: The Pilot/Mooring Master acts as Govern 
Representative. 


SHIPMASTER’S REPORT: November 1987. ‘ 
Pilotage: The Pilot/Loading Master and the surveyor boarded’ 
helicopter. No Notice of Arrival was given. 

Documents: The pilot takes the vessel's Register, Load Line Certifc# 
Safety Construction Certificate, Derat Certificate and Safety °® 
Certificate for clearance. Various local forms are supplied by the # 
for completion. 


noz-TcTsS > 


or 2e 


ee ee ee ee ee), ee eel — ee I - | 


— 


e: Vessel used B.A. Chart No. 3356 (New edition March 1976). 

Vessel anchored with the radio mast bearing 113° (True) and the water 
pearing 141.5° (True). The distance from the stern to the shore 

py radar was 2.6 miles and the distance from the stern to the buoy was 


ad The following notice was handed to the Master on arrival: 
TE 
El Alertness. : ; 
This Terminal is on an open roadstead, therefore, during the time a 
is moored at the Terminal, the ship's engines and gear must be 
with full power for immediate use. 
4 vessel in a submarine berth must be able to clear and shall clear 
immediately upon advice of the Mooring Master or as directed by 
's Terminal Superintendent. . 
Ship's personnel should be at their stations and alert at all times during 
mooning, unmooring, and during cargo transfer operations. 
Watchman must be stationed forward to watch the buoy, ropes and 


floating hoses. 
Watchman must be stationed beside the manifold to watch the 


connection. ‘ : 
The vessel must stand-by on the VHF (Channel 78) at all times during 

the loading operations. 

UNQUOTE 


SHIPMASTER’S REPORT: September 1989. 

vessel: VLCC, 268,000 d.w.t. ; 
charts: BA. Chart No. 3323 is somewhat out of date in the information 
contains, according to local sources. This is probably because the 
Admiralty has not been advised of the latest information by local officials. 
t appears that the strictures about old surveys no longer apply to the 
area of approach, but which parts have been surveyed, and when, | was 
not able to discover. Suffice it to say that about 50 vessels per month 
use the terminal, ranging from fairly small ships up to and including 
those of the same size or larger than this vessel, having a loaded draft 
inthe region of 21.0 m., and all have managed to arrive and leave without 
mishaps. 

The pilot station and Waiting Area to the S.W. and West of the SBMs 
is the original one which was in use when terminal was first started. 
Nowadays this is only used by vessels which arrive for the first time and 
have no alternative information. 

The preferred waiting area is now to the N.E. of the SBMs and this 
isused by the majority of vessels, especially those which trade regularly 
fo the terminal. 

Pilots: Pilots now prefer to board by a small helicopter and if possible 
during daylight hours only. If movements are performed after dark, the 
more conventional method of boarding from a launch is used. 

The Pilot boats come from a depot near Alexandria, which is another 

reason why the area N.E. of the terminal is preferred, being that much 
nearer. 
Pilot Boarding Position: We were requested to come to a position 
\5miles East of the buoy, to which we were to moor, and similar 
instructions were heard being given to other vessels which were berthed, 
although the helicopter can go to any position. 

Helicopter prefers vessel to be heading into wind for landing. 

Cargo documents are delivered by helicopter and pilot leaves in same 

way, except as stated above, when night-time movements are made 
and a launch is used. 
Documents: The SUMED Loading Master/Pilot acts on behalf of the 
‘elevant Government Departments and requires 4 copies of Crew List, 
2 copies of Vaccination List and 2 copies of Stores List. Also required, 
were the following Ship's Documents, which are taken ashore for 
verification and returned with cargo documents prior to sailing: 

Certificate of Registry. 

Load Line Certificate. 

Safety Equipment Certificate. 

Derat Certificate. 

Safety Radio Certificate. 

Suez Canal Tonnage Certificate (if applicable). 

Panama Canal Tonnage Certificate (if applicable). 

Communications: We used telex communication throughout without 
problem, the numbers for the SUMED office are 54108 and 54033. No 
information was received from them, and on arrival, the same information 
Was requested on VHF Channel 78. 

Ballast: Vessels are preferred with clean ballast, but reception facilities, 
for which a charge is made, do exist. Another hose is connected for 
dirty ballast discharge to reception ashore. This can sometimes be a 
Hy eon) if the system has been heavily used and is near the limit 

acity. 

loading: This vessel loaded 2 grades, a maximum rate of 10,000 
cu.m.p.h. being available on each. The grades were loaded one after 
another, two hoses being used. A “short stop” of 10,000 cu.m. was 


necessary, as the second grade then follows the first down the pipeline. 


AUTHORITY: Arab Petroleum Pipeline Company (Sumed), 431 El- 
uish Avenue, Loran, Alexandria, Egypt. Postal Address: P.O.Box 158, 
aya, Alexandria, Egypt. Tel: 5866723. Telex: 54033, 54108 Sumed 


ao 5866723. Contact: Captain Hussein Ghaly, Sidi Kerir Marine 
f 


EGYPT 


SUEZ CANAL (including Port Said and Suez): 
(See Plan) 


Also see “Rules of Navigation”. 
DOCUMENTS: 

The following documents are required on arrival: 

The last Classification Certificate issued. 

Information concerning a vessel transiting the canal. 

4 copies Crew List. 

“Ship's Register and Suez Canal Special Tonnage Certificate. 

General arrangement and capacity plans of the vessel, if transiting 
the Suez Canal for the first time, or, undergone any alterations. 

Suez Canal Authority's double bottom tanks capacity form. 

Navigability form. 

Complete set of Manifests covering all cargo on board showing names 
of shippers and consignees. 

4 copies List of Passengers in Transit. 

Landing cards for passengers landing finally in the A.R.E. and for 
those landing in the A.R.E. in transit. 

4 copies List of Passengers finally landing in the A.R.E. (if any) 
together with their addresses in the A.R.E. 

Deck Log Books showing date of last call at an A.R.E. port, completed 
up to the time of arrival at Port Said or Suez. 

Mail Waybills for ports beyond Suez Canal ports and alternatively, a 
document from the Master is required (cargo and passenger ships 
only). 

Quantity of bunkers, water and cargo on board. 

Free Pratique Certificates issued by the local Quarantine Doctor. 

In case of a Northbound vessel loading or discharging alongside quay 
staying more than 24 hours in Suez, the following documents should 
also be presented. 

(1) Load Line Certificate. 

(2) Safety Equipment Certificate. 

(3) Radio Safety Certificate. 

(4) Documents covering names and ratings of ship's officers and their 

certificates. 
* Itis essential, to have amo! 
valid National Ship's Registry 
her present Owners. 

The above procedure is requested by the Suez Canal Authority, Traffic 
Control, to avoid delay for ships in joining the first convoy, or being liable 
to be stopped in the Canal in case of direct transit from Roads. 

Advance notice to both Suez Canal Authority's Traffic Control and 
Measurage, with minimum period of 48 hours prior arrival. 


st ship's documents, on board the vessel 
ertificate showing latest ship's name and 


For Pilot's Use: 

(1) Arrival form of the Suez Canal Authority. 

(2) Declaration “E” form for dangerous cargo on board in transit. 

(3) Any other documents relating to shipments of dangerous cargo, 

radio-active or fissile. 

N.B. Plain Suez Canal Forms are normally handed to Master by Pilots 
or ship's Agents, to be filled on arrival and also for use on consequent 
voyages. 


Quarantine Authorities: 

Quarantine Questionnaire in duplicate (Form No. 15 Q.A.) showing 
all ports of call, as well as dates of sailings for the last 30 days, nature 
of cargo on board, destination, as well as sickness among crew or 
passengers, if any, specially when it is presumed that the sick will be 
hospitalised. These forms can be filled on arrival if not available on board 
before arrival. 

1 Crew List 

1 Passenger List. 

Derat Certificate should be handy for inspection. 

Clearance from last port. 

Passports: 

For Immigration Officer the following documents are required on 
arrival: 

Arrival Immigration form, duly completed. 

1 Passenger List. 

List of Passengers finally landing, in duplicate. 

Crew List. 

Valid passport with entry visa is required for landing in A.R.E. for 
Passengers landing. Emergency visa can be granted on arrival if 
so required. 

For Customs Use: 

(1) Bonded Store List, in duplicate. 

(2) Crew List and Passenger List in duplicate, showing rate of 

consumption of each. 


Arrival Formalities - Documentation: 
Upon arrival at Port Said or Suez for transiting the Suez Canal, Master 
will be presented with the following documents by the local authorities: 


1. Maritime Declaration of Health 4 pages 
2. Ship's Report 1 page 
3. Notice for Port Officer 1 page 
4. Declaration for Ships in Ballast 1 page 
5. Statistical Declaration 1 page 
6. Information Concerning a Ship 1 page 
7. Information Concerning a Vessel Transiting the 
Canal 1 page 
8. Declaration of State of Navigability 1 page 
9. Declaration Concerning Use of Double Bottom 
Tanks and Lower Parts of High Tanks 2 pages 
10 Passport Control Office Declaration on Arrival 2 pages 
11. Requisition for Canal Projector Apparatus 1 page 
12. Canal Mooring and Lights Co. (receipt) 1 page 
13. Passport Control Office - Declaration on Arrival and 
Departure 1 page 
14. Declaration on Departure 1 page 
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Note: Shipmasters should pay special attention to Document No. 9, 
being the Declaration Concerning Use of Double Bottom Tanks and 
Lower Parts of High Tanks, which document will assist the Suez Canal 
Authorities in assessing the Canal tolls. The schedule on the reverse 
side of the form must be filled thus avoiding any over-assessment of 
the Canal tolls. 

Moreover, and when Shipmasters are requested to sign 2 copies or 
more of the same document, they should ensure that the first page is 
marked/stamped as “original” and all other copies to be marked/ 
stamped as “copy”. 


Shipmaster's Report: January 1984. 
Crew Personal Effects Declaration, Bonded Stores Declaration and 
Stores List are not required. 
The Bonded Store is not sealed. 
The Ship's Log Books are not taken ashore but the Certificate of 
Registry is taken in Port Said and returned at Suez. 


Shipmaster's Report: October 1988. 
The following documents are required for Suez Canal transit: 
Agent: 1 copy Crew List. 
State Agent: 1 copy Vessel Information Form. 
5 copies Crew List. 
1 copy Navigability Form. 
1 copy Cargo List. 
1 copy sponseirey kee ae Inward/Outward Form. 
1 copy Liferaft Certificate. 
1 copy CO2 Certificates. 
Vessel's Safety Certificates. 
Customs: Free Zone Certificate. 
Quarantine Questionnaire. 
1 copy Crew List. 
1 copy Clearance from Last Port. 
1 copy Vaccination List. 


Quarantine: 


Suez Canal 
Authority: 1 copy Crew List. 
copy Vessel Information Form. 
copy Double Bottoms Tank Capacity Form. 
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« The following documents are required for vessels berthing at Port 
aid: 
Agent: 1 copy Crew List. 
Immigration: 2 copies Crew List. (Shore passes and Passports 
obligatory). 
Quarantine: 1 copy Clearance from Last Port. 
1 copy Quarantine Questionnaire. 


Circulars: Issued by Canal Shipping Agencies Company, Port Said: 
Also see “Radio Officer's Report’. 


Circular No. 42/81: To all Shipowners and Masters. 

We append hereunder free translation of Circular No. 2004/T81 
received from the Deputy Manager, Transit Section, Suez Canal 
Authority, Port Said: 

“It has been noticed that the necessary notification which should be 
given before the ship’s entry in harbour in case of carrying dangerous 
cargo on board is neglected by Masters who also fail to fulfil the relative 
declarations, as stipulated in the Suez Canal Authority's Rules of 
Navigation Appendix for Vessels Carrying Dangerous Cargo (Edition 
1977), which may expose both the vessel and the port to risks arising 
from the goods in question. 

Kindly, therefore, draw the attention of Owners and Masters to the 
necessity of adhering to the said rules, noting that the Master will be 
entirely responsible navigably and criminally for any occurrence which 
may arise from failure to give the required notification, inaccuracy of 
details or omitting to take the necessary precautions on board”. 


Circular No. 23/82: To all Shipowners and Masters. 

We once again should like to draw your kind attention to the fact that 
some Owners abroad do not provide the Protection Centre, Nuclear 
Research Centre of the Atomic Energy Establishment, Cairo with 
sufficient information in respect of such shipment on board their vessels. 

In this connection, we would refer to our Circular No. 3/79 dated 6th 
January, 1979, text of which is quoted hereunder for your easy 
reference. 

“According to Circular No. 4/3BA-406012, dated 1st September, 1964 
and the amending Circulars issued by the Transit Section of the Suez 
Canal Authority and also the Suez Canal Authority's Rules of Navigation 
Appendix for Vessels Carrying Dangerous Cargo, the transport of 
radioactive substances carried by vessels transiting the canal are 
subject to protective conditions concerning transportation and transit, as 
specified therein, with the object of ensuring the safety of the said water 
channel and its environment. 

However, it has lately been noticed that due attention is not given by 
Shipowners and Shippers abroad to forwarding the relative complete 
data which must reach the Atomic Energy Establishment before each 
shipment with regard to substances of Group 1 or on shipment with 
regard to substances of Group 2, this being in accordance with Item 3 
of the aforesaid circulars and also Chapter 3 of the Appendix in question. 

Kindly, therefore, advise Shipowners and Shippers that all the said 
conditions should be fulfilled, especially regarding the complete 
information relating to radioactive substances which should be sent 
immediately upon its receipt to: Head of the Protection Section, Nuclear 
Research Centre, Atomic Energy Establishment, Atomic Energy Post 
Office, Cairo. 

This will enable us to take the necessary action to safeguard public 
interest. 

We add that it is of vital importance that you also supply your Agents 
with all the required relative information and documents sufficiently in 
advance, to enable them to take the necessary action with both the Suez 
Canal Authority and the Atomic Energy Establishment in Cairo. 
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MAX. SIZE: 
No. 434408. 

As from 1st January 1990, our Circular No. 432842 dated 73.1% 
to be amended as follows: 
“Possibility of transit SOUTHBOUND": Vessels with draft over 425 

Recently several shipowners contacted the S.C.A. requesting 
possibility of transiting their vessels at a draft over 42 ft. Sou 

To help canal users, specially nowadays, with the present 
situation in shipping, the S.C.A. undertook some studies and 
to allow such vessels to transit the Canal, on the following 

1. Any tanker or vessel may transit the Canal Southbound at a 
over 42 ft. and subject to our Circular No. 432144 dated 24.195 
regarding beam and speed of 13km./hr. (Also see “Rules. 
Navigation”). : 

2. The Suez Canal Authority is to be informed at least one w. 
before loading. 

3. Owing to special traffic arrangement and precaution taken byt 
S.C.A., additional charges will be levied for each case separately, 

4. Applications will be studied case by case. For that reason», 
following information is required: 

(a) Port of loading and discharging. 

(b) T.P.I. 

(c) Beam, d.w.t., S.C.N.T. 

(d) Last transit and maximum draft. 

(e) Transit draft for particular transit Southbound. 

5. Vessels over 47 ft. draft: 

If vessel is up to 170,000 tons d.w.t., one tug escort. 

If vessel is over 170,000 tons d.w.t., two tugs escort. 
A rate of 6,000 S.D.R will be charged for each tug escort. 


HEALTH: On entering, vessels must hoist the International Quaranty 
Signal for compulsory quarantine. Any sickness must be reported tos; 
doctor specially when it is presumed that the sick will be hospitalisx 
The Quarantine doctor meets the ships whilst entering the port and 
ships are boarded in turn. To get a quick clearance and not to be 
for later attendance, Masters are requested to receive the doctors» 
soon as they board and to have the following documents ready: 
Quarantine Forms in Duplicate: When inserting the ship's register ~ 
tonnage special care should be taken in indicating same on \ 
2 quarantine forms (Form No. 15 Q.A.) as the dues are calculated» 
that tonnage, as incorrect information may cause complications. 
Derat Certificate should be handy for inspection. 
Clearance from Last Port should also be handy. 
All ports at which the vessel has called as well as dates of sailing 
for the last 30 days should be inserted in the form. 
Quarantine Signals: 
By day: “Q” flag (signifying vessel healthy). ‘‘Q"’ Over first substite 
(QQ). (Vessels have cases of infectious diseases more than 5 days ag 
and there have been unusual mortality among the ratings or crewe 
board.) ““Q”’ over L flag (QL) signifying (vessel is infected and has cass 
of infectious diseases less than 5 days ago.) 
By night: red light over white: The flags and lights must remain hoist 
until Free Pratique is granted. Ships in transit under Quarantine throw 
the Suez Canal will use the same signals until they clear the other et 
of the Canal. 
Important: In the event of a vessel arriving from a port that has ber 
internationally declared infectious and the incubation period has noty 
expired at the time of the ship's arrival at an A.R.E. port the vessel: 
put under compulsory Quarantine, moored at an isolated berth andr 
shore contact is allowed. Nevertheless, the ship can still carry out he 
normal operations on condition that all shore personnel are holding vat 
vaccination and/or inoculation certificates issued by the Quarantit 
Administration. The ship's personnel should also carry Internatio 
Vaccination and/or Inoculation Certificates. Final landing passenget 
not carrying such certificates, will be landed under Quaraniit 
supervision and will be kept isolated at the lazarette until incubate’ 
period is over. 
Pratique Granted by Radio: Pratique may be granted prior to ship! 
arrival provided the following conditions are adhered to: 
(1) The vessel must be a regular liner known to the Quaranttt 
Authorities and has a doctor on board. 
(2) Details shown on the Quarantine Statement should be radic# 
to the Quarantine Authorities 24 hours prior to ship's arrival. 
(3) Masters of vessels must declare before their arrival any accide™ 
which might have taken place on board prior to the arrival in po 
(4) The ship must not have called at any infected port. 


RADIO: Authorised Personnel Checks: Masters of vessels # 
requested to contact the Suez Canal Authority via its wireless stat? 
“SUQ” (watch frequencies 425 kHz, 454 kHz and 468 kHz) whene\? 
they want to make sure of the identity of any Suez Canal person 
embarking their vessels, either in the approaches or in the harbours? 
in the Canal waters. Also in case of any urgent complaints which m 
need quick investigation. 


Radio Officer's Report: May 1990. 

“SUQ” receives on 425 kHz, 454 kHz, 468 kHz and transmits © 
421 kHz. The station comes on watch at 0900 hrs. (L.T.), with 
general call, till 1300 hrs., only for messages regarding convoy. It 
not accept public correspondence, but will accept messages for Po’ 
Authorities regarding joining or missing convoy, etc. 

General messages are sent and accepted at 1500 hrs. (L.T.). 
VTS: Vessel Traffic Management System in operation. 


TUGS: Highly qualified crew are available on board several tugs own 
by the Suez Canal Authority in Port Said, Suez and in all Suez 0 
stations. These tugs assist vessels to berth in Port Said harbour as 

as in Canal if a case arises. It is left solely to the Canal Authonty® 
decide whether more than 1 tug is needed (free of charge) to assis! 
ship to moor in the Port Said harbour, but if a Master of a vessel fre 
it necessary to employ an extra tug for berthing or if he needs a tug® 
any other reason, such an operation will then be charged to the ves# 


Directorate of Transit, Suez Canal Authority Circy 


Tug Boats: 
1) 3,200 hp. Mounir, Moawen 1, Moawen 2. 
From 3,500 to 5,000 h.p. Antar, Bassel, Barei, Fahd. 


6.400 hp. Mared, Shahm. 


( 
Tug Boats: 
HadOw oe h.p. Bor, Wakar, Chadid, Hout, Kirsh, Morgan, Shabar. 


BERTHING: 
port Sald: 
No. of Length of Length of 
= Berths Nos. berth vessel Remarks 
(m.) (ft) (m.) (ft) 
mins’ «6063lC(wd1 280 919 232 761 
wcated Be 2 250 820 202 662 
3 314 1,030 266 872 
Harbour 10 1A 245 803 197 646 
fd 2A 300 984 252 827 
3A 
4A 
5A 
6A without A o 
7A limitation Vessel heading 270' 
BA 
9 AN. 
9AS. 
5 4A) 
5 AE. 
0 Se eee 107 350 Vessel heading 090° 
8 AE. 
9 AE. 
Red Berths* 7 OR 140 459 92 301 On the Western 
1R 245 804 197 646 side of channel 
2R 290 951 242 794 
3R 238 #8©6780 190 623 
4R 295 968 297 975 
5R 162 532 114 374 
6R 280 919 232 761 
Black Berths* 7 1N 270 886 193 633 On the Eastern 
2N 170 558 122 400 side of channel 
3N 270 886 222 728 
4N 205 672 157 515 
5N 220 721 172 563 
6N 225 738 177 580 
7N 230 754 182 596 
Navy House 6 1 61 200 
2 61 200 
3 101 330 
4 168 550 
5 168 550 
6 168 550 
Cherif Quay Alongside 
Abbas Quay Alongside 
Hussein Basin a 91 300 South of the 
to to inflection point 
180 620 North of the 
inflection point 
E Berths* LE 325 1,066 277 879 Depth 28 ft. 
2E 280 919 232 742 Depth 31 ft 
3E 250 820 202 662 Depth 32 ft. 
4E 220 721 172 563 Depth 32 ft 


‘Note: In good weather the length on buoys may be increased from 3 m. to 9 m. according 
0 the length of the berth and height of the vessel. 


Quays at Port Said: The Suez Canal Authority has quays to enable 
vessels to berth alongside at Cheriff and Abbas Basins. Length about 
1,300 m. Height about 2 m. from sea level. Also 14 cranes of 3 tons 
iting capacity each, running on rails have been installed. Maximum 
draft allowed is 27 ft. The best part of these quays is ready and vessels 
with full cargo for discharge are now berthing alongside. Vessels drawin 
more than 27 ft. have to lighten their cargo into lighters to that dra 
before berthing. 
__The distance between Bollards 23 and 24 South of deep Abbas Quay 
(30m.) has been reserved for the berthing of one Ro/Ro vessel by the 
stem, within the present allowed draft (27 ft.). 

Height of quay from sea level: 2 m. 

Average tide all year: from 40 to 50 cm. 

Thickness of fender: about 50 cm. 

Breadth of quay edge: from 50 to 60 cm. 
Containers: Container quay with length 350 m. and depth 45 ft. 2 45 ton 
Sfanes are installed. An additional 250 m. multi-purpose quay has been 
built adjacent to it. 
Grain: Grain vessels of 45,000 d.w.t. (Draft 38 ft. - 42 ft.) can berth 
dongside a 100 m. length hulk with 2 barges as spacers. Rate of 
eye 400 t.p.h. (7,000 - 8,000 tons per day). Storage capacity: 

*400 ton silos and 1x 20,000 silo. 


Suez: 

Port Ibrahim: Port Ibrahim is the Port of Suez. It consists of North and 

i h Basins. Depth 26 ft. 

28 Quay: The North Basin has, on the North side, a quay length of 

pa ft. a total breadth of 975 ft. and depth of 26 ft. at high tide. Quay 
Benrommodate 4 large ships. 

cane 4 and 5, where stores are available, are suitable for general 


iting Quay: Berths No. 9, 10 and 11, length 119 ft., depth 24 ft. at 
ile cranes available; 5 tons, 15 tons and 30 tons capacity. 


Pilgri 4 
tra 264 ue (Pontoon Berth) No. 6, 1 berth, length 1,000 ft., 


. —e 


EGYPT 


Adabiya Port: This port is situated on the Western shore of the Suez 
Bay, and is under the control of the Naval Authorities. 


Berth Length Depth 

; (ft.) (ft.) 
Main Quay 1,400 38 - 40 
470 24-27 

450 36 

Grain Quay 650 40 


Cement Quay 33 
Discharge Rate at Cement Quay (Budr Jetty) is 6,000 - 8,000 tons 
daily. 
Marakib Quay: Situated at the entrance of the Canal depth 28 ft.; can 
accommodate passenger and cargo vessels. 


Storage Capacity at Suez: 


North Quay 40,150 sq.ft. 
Pilgrims Quay 20,952 sq.ft. 
Khedivial Quay 8,448 sq.ft. 

69,550 sq. ft. 


While stacking spaces on the quays are: 332,050 sq.ft. 


STEVEDORES: As stated in the ETA messages, Masters are advised 
to include in their messages details of cargo to be discharged in either 
Port Said or Suez, hatch by hatch and gangways required, if possible. 
All loading and discharging operations in Port Said Harbour and Suez 
Roads are effected by lighters. There are steel lighters, and self- 
propelled barges available for this purpose that will allow rapid work to 
be carried out. At Port Said several reefer ships are provided with flat 
floating pontoons to facilitate discharge of cargo. At Port Said the draft 
of water does not allow ships to be berthed alongside quays to carry 
out cargo operations except in Cherif and Abbas Quays which 
accommodate vessels up to 27 ft. and consequently same are carried 
out also from and into lighters which are brought alongside the vessels 
whilst at anchor. 


MEDICAL: It is very essential for Agent to receive advance notice of 
required medical attendance at least 24 hours prior to ship's arrival. All 
ordinary medical supplies are available and prescriptions are executed 
at any time at moderate prices and delivered during ship’s stay in port. 
Medical assistance at Port Said and Suez is available. Consultations on 
board could be arranged through ship's A vale at any time by day or 
night. Reliable dentists are available at Port Said and could be consulted 
on board, if necessary, and during the following period at their clinics: 
From 0900 to 1300 hrs. and from 1600 to 1900 hrs. 

Oculists are available for consultations at town clinics in Port Said 
during usual working hours. Opticians are also available at Port Said. 
The following hospitals are available with ample first, second and third 
class accommodation, accepting patients irrespective of nationality at 
reasonable charges: 

At Port Said 
Al Mabarra Hospital 
Notre Dame de la 
Deliverande Hospital 
Two General Government 
Hospitals 
T.B. Hospital 
Isolation Hospital 
Ophthalmic Hospital 

Ship’s personnel should carry international vaccination and/or 
inoculation certificates if a vessel is arriving from a port that has been 
internationally declared infectious and the incubation period has not yet 
expired at the time of arrival. 


At Suez 
Al Mabarra Hospital 
Abou El-Azayem Hospital 
General Government Hospital 
Isolation Hospital 
Ophthalmic Hospital 


TANKERS: There is a bunkering station at Port Said harbour which can 
accommodate 4 tankers with not more than 38 ft. draft for the purpose 
of discharging their cargo of fuel or diesel oil to the different oil bunkering 
companies. 

Tankers in Suez discharging bunkers and changing crew do so in the 
New Suez Terminal or the Suez Petroleum Basin. Tankers in Port Said 
discharge bunkers only. 


Oil Storage: There is ample tank storage for bulk petroleum products. 


New Suez Terminal: The terminal is situated in Suez Roads. 
(1) Presently one berth has been reconstructed and is used by 
tankers chartered by EGPC. 
(2) Minimum depth of water at LWOST in the approach Channel is 
38 ft 


(3) Minimum depth of water at LWOST alongside each berth is 38 ft. 
(4) Maximum safe length of tanker applicable 750 ft. 
(5) Six pipe lines each berth:— 
4 lines x 20 in. 
2 lines X 16 in. 
1 line x 4 in. (fresh water) 
(6) All types of oil products can be handled at this berth. 
(7) Facilities are available for reception of ballast. There is a charge 
for the service. 
Suez Petroleum Basin: 
Jetty No. 4 can take tanker length 500 ft. with 26 ft.draft. 
Jetty No. 5 Max. length 530 ft. Max. draft 26 ft. 
Jetty No. 7 Max. length 570 ft. Max. draft 26 ft. 
There are sufficient pipes for discharge. 


FRESH WATER: Available for supply ex self-propelled barges to any 
quantities required at all times with minimum supply of 50 tonnes for 
vessels exceeding 500 tonnes gross provided vessels inside the 
harbours, vessels at anchorage areas minimum supply quantity is 
200 tonnes. 
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Canal Shipping Agencies Company — Circular No. 123/84: 

Fresh water supply for Southbound vessels in Bitter Lakes and Ballah 
West Branch: 

Owners and Masters are hereby notified that Southbound vessels 
entering the Canal direct from sea, will be able to have their fresh water 
supply while at anchor in the Bitter Lakes cr in Ballah berths as from 
20th November, 1984. 

The Suez Canal Authority has its lightening vessel “Nagda |" stationed 
at Ismailia and ready for this purpose. 

The vessel “Nagda |” is 3,200 d.w.t., 85 m. long, 15 m. breadth and 
her fresh water tanks capacity is 1,200 tons. 

Demands for fresh water should be made through the Agent 
representing the vessel, 24 hours pre-arrival, to Port Said Harbour, price 
per ton of fresh water is the same as in Port Said harbour against receipts 
signed by Masters for the quantities received (minimum quantity is 
200 tons). 


FUEL: Different grades of fuel oil are available from different firms. It is 
customary that the Master should advise in his ETA message of the 
vessel's requirements, fuel or diesel oil, at least 24 hours prior to ship's 
arrival into port. Bunkering is by contract between the Owners and the 
different bunkering firms, and nominations should be arranged for each 
vessel separately between the Owners and Head Office of the bunkering 
firm abroad, and for which payment is also effected abroad. Only the 
Compagnie Orientale des Petroles accepts payment in cash out of 
Shipping Account No. 2 for supplies effected by them and in which case 
a nomination is not required. Vessels can be berthed in the oil installation 
and thus can effect their bunkering requirements through pipelines. 
Tankers which are not gas-free, cargo vessels carrying dangerous 
materials and passenger vessels, which are moored opposite the town, 
can be supplied with requirements of fuel and diesel oil ex self-propelled 
barges with max. capacity of 700 tons. 

Port Said: Vessels can also be supplied at the anchorage areas and 
in Port Berths by means of supply tankers and self-propelled barges 
respectively. 

Suez: Bunkering always done ex-barges. 


FIRE PRECAUTIONS: In accordance with the Suez Canal Authority's 
regulations, tankers and vessels carrying dangerous materials must 
comply with their requirements, concerning fire regulations. 


CONSULS: The following countries have Consulates or Consular 
Agencies in Port Said: 


China (Rep. of) Germany Netherlands Spain 
Denmark Greece Norway Sweden 
Finland India Panama U.K. 
France Italy Russia U.S.A. 


The following countries have Consular Agencies in Suez: 
Denmark Finland Norway Sweden 


REPAIRS: Most types of repairs whether temporary or permanent can 
be carried out here by the Suez Canal Authority's shipyard or its 
subsidiary companies, under the supervision of the appropriate 
surveyors, if necessary. Suez workshops are well equipped for 
undertaking all kinds of marine repairs to hull, main and auxiliary 
engines, boilers, navigation aids, radar and cooling, and installations. 

Vessels carrying explosives are not allowed to carry out repairs. 
Tankers loaded or in ballast but not gas free are not allowed to carry 
out repairs, except in cases of force majeure of which the Canal Authority 
is sole judge. Gas-free tankers must present Gas-free Certificate before 
they are allowed to carry out any repairs. If unavailable, a chemist 
approved by the Suez Canal Authority can be appointed for testing the 
tanks and issuing the Gas-free Certificate. The aforementioned 
restrictions are applicable at Port Said only and not at Suez where 
vessels anchor at roads and are of no danger. 

Other Repair Facilities: Exist at Port Said for air conditioning, wireless 
telegraphy, radar, course and rudder recorder, refrigerators, and 
refrigerating units. 

All kinds of repairs to echo sounding devices are carried out at Port 
Said and Suez by experienced specialists at reasonable charge. In Port 
Said different types are dealt with by the Port Said Engineering Works 
and Eastern Electronics. The electrical repair workshop in Suez is 
operated by Suez Electronics. 


DRY DOCKS: A floating dock of 25,000 tons, capable of docking vessels 
up to 50,000 d.w.t., is available at Port Said as well as a dry dock at 
Suez. Sufficient notice is required to book the date for either the floating 
or the dry dock. 

Repair facilities are available at Suez, where a dry dock is suitable to 
accommodate vessels up to 8,000 d.w.t. 

Dimensions: 

Extreme length to inner sill 

Breadth at entrance 

Height of water over keel blocks: 

at Spring tide 22 ft. fore, 26 ft. 3 in. aft 
at Neap tide 19 ft. fore, 23 ft. 3 in. aft 

The max. draft at which a vessel can use the dry dock is 17 ft. fore 
and 20 ft. aft. Deeper drafts may be arranged with the management. 

The Suez Canal Authority's Floating Dock and Shipyard is situated at 
the Northern entrance of the Suez Canal, opposite to Port Said 
lighthouse. 

Ships up to 50,000 d.w.t. may undergo all kind of repairs in the shortest 
possible time. Tankers, by gas-freeing during their voyage from their 
home harbour to Port Said, will save at least 4 days if they carry out 
their repairs in our dock. 

Port Said Shipyard has 3 floating cranes, 1x40 ton, 1x 100 ton and 
1200 ton capacity available for hire. 
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464 ft. 
73 ft. 


GANGWAY/DECK WATCHMEN: In both basins Cherif and 

Port Said, where cargo vessels are normally berthed, ships’ ga a 
can be used for disembarkation and embarkation. Passenger veg. 
are moored in special berths, i.e. Red Buoys, opposite the town a 
can be supplied with 1 or 2 floating eaten (snake pontoon) Which e 
connect the ship with the shore to enable the transit Passengers », 
members of crew to proceed ashore. Cargo ships and other 
mooring at the different buoys must lower their gangway to f 
disembarkation and embarkation of ship’s personnel as well as Gittere 
Officials. As far as Suez is concerned, all vessels must lower 
gangway for the same purpose stated above. A deck watchman, 
recommended. 

Also see “Police/Ambulance/Fire”. 

Circular No. 1/87: 

1. Each vessel, tanker and/or floating unit of any type which bes 
in Port Said and/or Suez either to transit the Suez Canal and/or to cz 
out operations has to engage watchmen in the following procedure 

Gross Tonnage of Minimum No. of Watchmen 
Floating Unit to be engaged per Unit 


(a) up to 999 tons 1 watchman 
(b) from 1,000 tons to 2,999 

tons 2 watchmen 
(c) from 3,000 tons and over 3 watchmen 


(d) passenger ships According to Master's requx 
ments with a minimum 9: 

(e) Large cargo ships watchmen. 

Each Contractor has to submit to the Master a list showing nan: 
of watchmen engaged and their serial numbers. 

3. The vessel has to ascertain that each watchman is in possessiy 
of an identity card and/or badge bearing a serial number, photo x 
name of the marine contractor through whom he has been engaged, 

4. Masters are kindly requested not to sign blank receipts as ¢; 
eS ee to keep a copy of same onboard for perusal in case» 
need. 

5. Any incident concerning watchman’'s attitude on board has toy 
reported immediately to the Agents so that necessary steps can» 
accomplished on the spot for the safeguard of ship's interests. 
Circular No. 86/84: 

On the occasion of the current security precaution measures adoply 
at present, kindly advise Owners and Masters to the following steps 

1. Upon ship's arrival in Canal waters, security personnel may boat 
vessels with at least two persons with certified identity cards issued) 
the Suez Canal Security Directorate. The above procedure is a pay 
security plan to safeguard ships’ transit in the Canal due to the prevailiy 
circumstances. 

2. Utmost care and accuracy to be taken in relaying informaty 
about ship's tonnage and all particulars concerning cargoes onboat 
thus complying with manifests, avoiding ship’s delay or checking. 

3. Special attention to be given on passing information for expects 
vessels either from the North or the South, and immediate notice 
any alteration to be relayed to concerned parties with a minimum pene 
of 6 hours before arrival at Anchorage Area to avoid being delayed. 


OPENING/CLOSING HATCHES: In accordance with Charter Parties 
the opening and closing of hatches are dealt with as instructed in te 
Agreement, but for vessels carrying out minor cargo operations, is 
customary that stevedores open and close ships’ hatches against ships 
account. To expedite vessel's transit, it is always recommended the 
ship's crew, during vessel's entering into the harbour should open te 
hatches and rig ship's derricks in order that they may be ready for calgi 
operations immediately upon ship's arrival at either Port Said or Sue: 


CUSTOMS ALLOWANCES: Every member of crew is entitled to hat 
1 carton of cigarettes, 8 ounces of tobacco, and 1 bottle of spirits ® 
his own consumption during ship's stay in Port Said, Suez Canal trans. 
until vessel exits the Canal or vice-versa. Same applies to passenges 
and a limited quantity of bonded stores can be permitted in public room 
and bars on passenger ships. Crew and passenger list, in duplicalt 
povalcy the amount in possession of each must be ready on vessé! 
arrival for submission to the Customs Representatives who norma) 
proceed on board on arrival to seal up the Bonded Stores. 


CARGO GEAR: These are normally supplied by the stevedores © 
comply with the nature of cargo discharged or loaded from cargo shift 
Rope lengths and other cargo gear may be additionally required ® 
expedite ship's discharge. 

CREW CHANGES: 

By law, only the official State Agents are permitted to handle recepi” 
or repatriation of crew in Egypt. 

Crew members arriving at Cairo Airport to join a vessel must have! 
letter of introduction addressed to the Manager of Cairo Shipp 
Agency, 7 Abdel Khalek Tharwat Street, P.O.Box 468, Cairo, telepno® 
number 745755 or 745863. This introductory letter is to be produc 
immediately upon arrival to the representative attending at the airpo 
Note: A representative is usually in attendance when the crew mem? 
steps off the bus and passes through the doors at the entrance 
Distance from the bus about 20 m. — 25 m. — just in front of the bam 

Visas can be obtained at the airport. 

The Suez Canal Authorities have also stipulated the follow® 
requirements for arriving crew members: 

(a) Be of same nationality as the vessel's flag. 

(b) Be in possession of a contract signed and stamped by ne 

shipowners. 

(c) Be holding a valid Seaman's Book. 

Note: Crew members joining vessels at Suez Canal are not permit 
to bring with them spare parts, equipment, electrical apparatus, etc." 
vessels unless the goods in question are accompanied by an air 
which must indicate the words “in transit”, together with an invoice fro 
the suppliers stating description and value of the goods. 

Principals are requested to telex their Agent giving full details of o* 
changes including names, flight numbers, dates and times of a 


’s Notice: This is to bring to your kind attention due to the fact 
Owners are sending the return tickets for repatriation of crew 
Oe pers py PTA which procedure entails delay in reserving a place on 
soard the aircraft in addition to the delay that results in tracing the 
y s of the PTA. This in turn causes extra hotel expenses and 
therefore requesting that Owners leave the ticketing to us in 


aon cut hotel expenses. Please note the usual crew discount is 


order to 
AJRFREIGHT: The Official State Agents are the only Agents legally 
to handle airfreighted consignments such as parcels, spares, 
and the following procedure should always be followed: 
All parcels should indicate: , oan 
la) Name of vessel to which consignment is intended and port of 


livery. 
(0) Nerne of Official State Agent. 
ic) The wording... . “delivery at Cairo Airport to Cairo Shipping 


Agency only, on behalf of (insert name of Official State Agent)”. 
d) All parcels to be encircled with a wide self-adhesive tape, 
coloured red. In addition a self-adhesive label to be affixed 
bearing the name of Cairo Shipping Agency and also the name 
of the Official State Agent in large capital letters. 
(e) The parcel and air waybill must indicate the words “In Transit for 


can be indicated precisely on the relative Bill of Lading. 


Note: Crew members joining vessels at Suez Canal are not permitted 
io bring with them spare parts, equipment, electrical apparatus, etc., for 
vessels unless they are accompanied by an air waybill and an invoice 
duly completed as instructed above. Please note that any goods for 
vessels arriving with embarking crew members must also follow 
precisely points (e) and (f) as indicated above otherwise the Customs 
authorities will reftuse to release such goods “In Transit”. 

in order to enable check upon airfreighted consignments, Principals 
are requested to telex advise their Agent giving full details of flight 
umber, date, air waybill number, etc. 


Creular No. 19/83: Dated 8th February, 1983. 

Parcels of spare parts, equipment and electrical apparatus arriving 
care of crew members without transit shipping documents. 

Reference is made to our previous circulars, dealing with the above 
subject, ending with No. 101/82, dated 31st October, 1982, requesting 
you to kindly ascertain that the air waybill covering a parcel of spare 
parts must show that same is “In Transit for M/V......”. 

The object of the present circular is to bring to your kind attention that, 
considering that, according to Regulations, a crew member is allowed 
‘be accompanied only by his personal effects, the Customs Authorities 
refuse to release “In Transit’ other goods, such as spare parts, various 
equipment, electric apparatus of high value (T.V., video etc.) arriving 
care of crew members. As already explained, the goods in question 
should be accompanied by an air waybill and an invoice duly completed 
as described previously. 

Kindly, therefore, arrange for parcels of spare parts, equipment, 
apparatus etc. not to be forwarded care of crew members unless they 
ae accompanied with complete shipping documents, otherwise it will 
fot be possible to have them released “In Transit”. 


Circular No. 114/1983: 

We would refer to our various Circulars ending with No. 19/1983 (see 
above), dated 8.2.1983, dealing with the necessity of instructing 

iers of spare parts to ensure that: 

(a) the parcels be accompanied by copies of invoices showing 

description of their contents and its value. 

() that the relative Bills of Lading should point out the commodity 

of the cargo precisely. 

Moreover, you are also kindly requested to make certain that the 
‘espective Air Waybill should clearly show that the parcel is “In Transit 
‘ M/V......", indicating the vessel's name to enable the Customs to 
void dealing with the parcels as “Import Cargo”, which irregularity 
‘uses much complication and delay. 

n this respect, it is also recommended that parcels be airfreighted to 
Cairo four days before ship's arrival, taking into consideration the 
weekends and official holidays. 


Circular No. 121/84: Arrival of ship's stores consignments by airfreight 

Cairo Airport: Notice is hereby drawn to the urgency of notifying all 
concerned as regards the arrival of airfreighted ship’s stores 
consignments in ample time before reaching Cairo Airport, prior ship’s 
amval at one of the Suez Canal ports, with a minimum period of four 
pod before ship's arrival. This will enable our Cairo branch to complete 
“aa ustoms formalities, and ensuring delivery to respective 

Kindly be guided accordingly. 


pRPORT: The distance between the international airport at Cairo and 
a Said or Suez is normally 2.5 hours. International airlines serve this 
"Port. Cairo Shipping Agency is on constant contact with Agent for the 
int ry instructions. 
Pa, interest of all and in order not to lose any time and to avoid any 

Ctions when sending crew members by plane to join their respective 
“sels, it is essential that the Agent concerned should notify by cable 
ates time the flight number as well as the time and date of the arrival 
the fo, thus enabling the Agent to notify Cairo Shipping Agency for 
their Veenoie” clearance and as to whether they should be sent to join 
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EGYPT 
HOLIDAYS: General Holidays. 


February 22nd Unity Day 

May ist Labour Day 

May 9th Sham El Nessim (Spring Holiday) 
June 18th Evacuation Day 

July 10th — 13th Ramadan Bairam (End Of Ramadan)* 
July 23rd Revolution Day (National Day) 
September 16th — 20th Courban Bairam (Pilgrimage Feast)** 
October 6th Armed Forces Day 

October 7th Islamic New Year*** 

October 24th Suez Day 


December 16th Mouled E! Nabi (Birth of the Prophet) 
*Possibly observed July 11th — 14th 

**Possibly observed September 17th — 21st 

***Possibly observed following day. 

The Dates of the Islamic holidays are stated approximately. Working 
hours: 0600-1800 hrs. Overtime: 1800-0600 hrs. Friday is the weekly 
day of rest but it does not affect labour. 

If a holiday falls on a Friday it is possible that the following working 
day will be decreed a holiday also. 

Ramadan: Thirty days’ fast and how it affects labour; Cargo operations 
can be carried out at night and on Fridays and General Holidays against 
payment of overtime rates. Arrangements should be made on the 
previous working day to enable Customs to delegate the necessary 
personnel in time. 

Local Holiday 

Port Said: 

December 23rd — Port Said Day 
POLICE/AMBULANCE/FIRE: Vessels which are moored in the harbour 
either in Port Said or Suez requiring assistance from the Port Police, 
should hoist the International Code Signal (YM). There is always a police 
guard appointed by these Authorities on each ship in either Port Said 
or Suez harbour. First-aid assistance can provide ambulances at a 
request through the Agent. In case of fire on board when in port, the 
Master must inform the Port Authorities (the Suez Canal Authority) 
imediately and at the same time give a general warning by means of a 
long blast of whistle or siren and be prepared to move his ship to another 
berth if so required. The Suez Canal Authority own 7 tugs and other 
craft distributed in various points of the Canal with individual output from 
10 t.p.h. to 950 t.p.h. well equipped with fire-fighting appliances, ready 
for use at any moment. 

Police guards are placed onboard vessels in Suez Roads for vessels’ 
protection. 

TELEPHONES: There are no telephone facilities available in Port Said 
except at Berth No. 4 Red where passenger ships are normally berthed, 
and this can be connected when snake pontoon is fixed with ship's 


angway. 
SERVICES: Port Said and Suez being situated at a middle point 
between the East and the West, have become an ideal centre for 
replenishing stores and provisions which can be obtained in bond or 
from town. 

Delivery of provisions and stores is effected 24 hours a day at Port 
Said and Suez. 

It is recommended that Masters should order their requirements prior 
to their arrival with a view to avoiding any delay specially for ships joining 
the 0700 hrs. convoy Southbound. 

Deck and engine stores are ample and are also available and sold at 

(in bond) prices. 
Paints: All kinds (bottom, boot-top, topside, enamel, engine ready mixed, 
heat resisting, varnishes) are also available at “in bond” prices. Painting 
of ships or undertaking any maintenance work on board is permitted 
while ship is in port waiting to join the North or the Southbound convoys 
as well as while transiting the Suez Canal. 

The following companies are represented here: 

International Marine Paint Sole agent in Egypt: International 
Shipping Enterprise. 

Represented by The Egyptian 
Marine Supply and Contracting Co. 
(cable address: “Consup”) 
Chemicals: The following chemical firms are represented in Port Said 
and Suez: 

Gamlen & Co. 


Hemples Marine Paint 
Camrex Marine Paint 


Represented by The Egyptian 
Marine Supply and Contracting Co. 
(cable address: “Consup”) 
Represented by The International 
Marine Services Co. (cable 
address: “Marinco”’) 


Bird Archer/Norus 

(Tommons & Chartes) 

Chemicals. 

Drew Chemicals Cameroid 

Products. 

Paroline Chemicals Cameroid 

Products. 

Walker Bow. 

Houseman Marine Chemicals __ International Shipping Enterprise 
Grease and lubrication oils. Available from: 


Esso Petroleum Co. Wisure Oil Co. 
Misr Petroleum Co. (ex Shell) Fina Oil Co. 
Mobil Oil Co. Gulf Oil Co. 
Caltex Oil Co. Castrol Oil. 
Ocean Oil Co. 


An advance notice of 48 hours is necessary to arrange for lubricating 
oils and/or bunkers required. 

Charts: Admiralty Charts are available at Port Said from the Egyptian 
Marine Supply and Contracting Co. If any order has to be supplied at 
Suez, arrangements can be made for the required charts to be sent 
there. 

Defense Mapping Agency, Washington and British Admiralty Charts 
available from International Shipping Enterprise, who also act as 
distributor for Pains-Wessex Marine distress signals and line-throwing 
equipment. 

Cigarettes: American and British cigarettes are available “in bond”. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engi 


Technical Gases: Technical gases are also available at Port Said and 
Suez, and empty containers can be exchanged. 
Fish: Bream, prawns, crab, rock fish available throughout the year; Mullet 
available June/February; Slip soles available November/March. 
Vegetables: Beans, beetroots, cauliflower, cabbages, carrots, eggplant, 
endive, garlic, herbs, lettuce, marrows, parsley, radishes, spinach, 
tomatoes, turnips, escarole, onions, potatoes: Available throughout the 
ear. 
: Green peas, celery, pumpkins: Available January/March. 
Artichokes: Available October/April. 
Parsnips, spring onions: Available November/May. 
Green pepper, mint, lady's finger: Available June/September. 
Capsicum: Available May/December. 
Cucumber: Available February/December. 
Lemons, limes: Available throughout the year. 
Fresh figs, fresh dates: Available August/October. 
Bananas: Available October/June. 
Grapefruits, oranges, tangerines: Available October/May. (When out 
of season import citrus are Available). 
Apricots: Available May/June. 
Water melons, sweet melons: Available May/October. 
Grapes: Available June/October. 
Plums, peaches: Available June/October. 
Mangoes: Available August/September. 
Pears: Available August/October. 
Apples: Available November/February (also imported the whole year). 
Eggs: Eggs are available throughout the year. 
Meat: Fresh meat is only supplied to vessels having a Mohammedan 
Crew after permission is obtained from the Customs. Other vessels are 
supplied with “frozen” in bond. 
Laundry: Well equipped, reliable and fast services are available at Port 
Said, through the ship's contractor. Ship’s laundry is usually delivered 
within 24 hours. For vessels remaining a few hours in Port Said and 
transiting the Canal, their laundry could be collected, washed and ironed 
and then transported to Suez by special car or lorry for delivery to them 
there. 
Garbage: No refuse or ashes are allowed to be thrown whilst ships are 
moored in Port Said, transiting the Canal or in Suez Roads. Small barges 
are available in Port Said and Suez for disposal of garbage or ashes, 
which craft can be obtained at a reasonable hire. 
Divers: Suez Canal Authority's Divers as well as other Contractors’ 
experienced divers are available, capable of carrying out any kind of 
underwater repairs including welding and fees are subject to the kind of 
job to be performed. Anchors and other articles left behind by any ship 
in Canal waters are retrieved on no cure no pay basis. 
SHORE LEAVE: Crew members are allowed ashore provided that they 
obtain a shore leave pass issued by the Immigration Authorities through 
the local Agent. They can proceed ashore by means of motor launches 
or rowing boats at their own expense. For vessels mooring opposite the 
town and connected with the shore by snake pontoon, crew, together 
with passengers, can proceed ashore free of charge. 
IDENTIFICATION CARDS: Every member of crew must have a 
Seaman's Book deposited with the Officer in charge for inspection, if so 
required by the Immigration Authorities. If a vessel is stopping in Port 
Said or Suez for a lengthy time, these Seamen’s Books are normally 
taken off the ship by the said Authorities and kept in their departing office 
pending ship's sailing day when they are placed on board by the proper 
officer on a previous advice. Identity cards are also needed if a crew 
member wishes to proceed ashore for a short visit to the town or for 
proceeding to any excursion inland. 
DEVELOPMENTS: There is a modernisation plan underway at Suez. 
When the modernisation is complete, cargo handling will be largely 
mechanised, resulting in a great increase in the port's capacity. The first 
stage of the expansion will provide 3 multi-purpose berths, shoreside 
installation, container-handling facilities, and grain storage facilities. An 
offshore grain pier connected to onshore storage silos is expected to 
be built during the next phase. 
Also see “Berthing — Port Said”. 


RADIO OFFICER‘S REPORT: September 1990. 
Documents: When vessel Southbound: 
State Agent: 
1 copy Information concerning a vessel transiting the Canal. 
1 copy Navigability Form. 
1 copy Information concerning a ship extracted from its official 
documents. 
copy Double Bottom Tank Form. 
copy Statistical Declaration. 
copies Crew List. 
copies many ye, Agency out/home. 
Register and Suez Canal Tonnage Certificate (returned at Suez). 
Protecting Agent: 
1 copy Crew List. 
Quarantine: 
1 copy Maritime Declaration of Health. 
1 copy Vaccination List. 
1 copy Port Clearance. 
Suez Canal Authorities: 
2 copies Information asa a vessel transiting the Canal. 
2 copies Double Bottom Tank Forms. 
1 copy Crew List. 
When on the buoys at Port Said, Immigration require one copy of 
Crew List. 
When vessel Northbound: 
Same documents required as Southbound. 
Port Said Loading/Discharging: 
Immigration: 
2 copies Crew List. 
1 copy Declaration of Arrival and Departure. 
Passports for Shore Leave Passes. 
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List of People going ashore. 
Shore Leave Passes (leave one half with policeman on board » 
take the other half together with your Passport ashore). 
Radio: During transit, listen to SUQ on 421 kHz, and reply on 425 & 
or 468 kHz. Pilot will advise you when. . 


SHIPMASTER’S REPORT: February 1992. 
NORTHBOUND: 


in 


2. 


10. 


uf 


12. 


As per Admiralty List of Lights and Radio Signals (ALRS), y 

should book convoy time 4 days in advance through telex 

SUCANAL (Telex No. 63543/63238 or 63528). 

Call Suez Harbour Office on VHF Channel 16 and chang, 

Channel 11 on reaching Lat. 29°35’N. (North AS Buoy) § 

anchoring instructions. f 
Information is required as per ALRS. 


. Vessels anchor in marked “Waiting Area”, North of Conry Ry 


This anchorage is for all vessels under 38 ft. draft. When ins 
waiting area, use VHF Channel 14. 
Vessels over 38 ft. draft anchor in ‘V’ areas, South of Conry Re 


. Vessel’s arrival time is the actual time of letting go the anc» 


North of line Conry Rock to Buoy No. 2 (unless over 38 ft.) Its 
is of great importance, authorities advise vessel to drop any 
anywhere North of the line, even if vessel has to leave the ang 
again immediately and move to a new location. 


. Vessels proceed to Inner Anchorage in Suez Bay to marked are 


once a pilot is available. Vessels do not generally proceed inway 
from the Mod! Area whilst Southbound convoy is transiting) 
Newport Rock Channel, so between the hours of 1800 and 24) 
the waiting area can become full. 


. Latest arrival times for same day transit: 


0100 hrs.: Tankers (All types carrying dangerous cargoes) » 
large container ships. 0300 hrs. on payment of a surcharge » 
with prior arrival information. 

0300 hrs.: General cargo and tankers carrying non-danger, 
cargoes. No extra time allowed. 


. Convoy times and turn numbers are given out on the radio (V¥ 


Channel 14) at approximately 0300 hrs., so listen carefully. 


. Northbound Times: Large tankers start at 0600 hrs., they leaves 


Waiting Area at 0530 hrs. from North or South of Conry Roo 
depending on size. The last ship generally gets underway; 
approximately 1000 hrs. 


. Convoy Notes: The average convoy consists of 26 vessels. 7) 


first vessels are large tankers with tug escort and 2 pilots. The ne 
vessels are container ships and LPG ships. They are followed) 
small tankers. The last part of the convoy is made up of cay 
vessels, Ro/Ro vessels, tankers in ballast and tankers carrying n 
dangerous products. 

Depending on the size of the Southbound convoy, Northbou 
vessels can go straight through to Bitter Lake without anchoring 

Transit speed is about 7.5 knots. 

Northbound vessels do not go through Port Said Harbour unies 
stopping for cargo or bunkers. They usually use the Eastern 0) 

Our vessel carrying vegetable oils and latex got under way we 
at 0930 hrs. and left the Canal at Port Said through the Easier 
Cut at 2030 hrs. 

The searchlight is not always now used and it is suggested te 
it be removed as early as possible, especially during the Wink 
months, due to possible weather damage outside of Port Said 

Pilots change when both North and Southbound at Ismalia. The! 
is now no Port Said sea pilot outward-bound. The Canal pilot leave 
at Beacon KM 4. 

Boats: If vessel only has one crane, one Canal boat will sufa 
as long as ship's lifeboats are open. 

The vessel still carried 4 boatmen and an electrician. A cabin' 
required for the electrician. 

When passing through the Port Said area, the boat is lowe 
the pilot departs and the Agent conducts any business. This @ 
cause a apalandy up of vessels. 

Vessels should be aware of the strong East going cross curre® 
when leaving the Canal at Port Said. 

Signals: The black ball over ‘G’ or the 3 white vertical lights wne 
indicate that the vessel requires a pilot must be shown on anchor 
outside and inside. 

‘Q' Flag (Not ‘ZS’) or the red over white lights to be shown vu* 
Pratique has been granted. 

Formalities: The Agent boards in the Waiting Area and requifé 
3 copies Crew List. 
1 copy Customs Declaration. 
1 copy Effects List. 
Register (Takes Register away, it is returned at Port Said) 
1 copy Canal Ship Information. : 
Quarantine: Officer boards at Inner Anchorage and requires 
1 copy Health Declaration. 
1 copy Vaccination List. 
The Canal Inspector requires: 
1 copy Suez Canal Tonnage Certificate. 
1 copy Double Bottom Tank Declaration Form. 
1 copy Transit Form. 
The Searchlight Inspector requires: 
1 copy Original Manufacturers Certificate. 
3 Searchlight bulbs (2 in the light, and 1 spare) to be sight 
Suez Anchorage: 
Bunkers: Available. Amounts supplied should be checked caret 
on completion. 
Water: Available by barge. 
Doctor: A doctor is available to come on board the vessel #® 
Agent receives prior notice. We obtained a doctor's visit wi 
any difficulties. 
Mail: In most cases it is delivered in Port Said. 
Chandlers: There are many chandlers touting for business. 


Collectors: This is a new innovation at Suez, but collection 
ig not required, and Masters should not sign any forms. 
watchmen: The hiring of watchmen is a ‘grey’ area, and we could 
not find out if it is compulsory or not. The Agent would not commit 
pimself on the matter. On 3 recent visits we have hired one 
watchman and he was efficient with regard to sorting out those 

rsons who were bona fide traders. 

Weather: There are often sand storms in April and this may cause 
delays to convoys. i a ; =) 
Developments: There is a buoy mooring in Suez Bay in position 
Lat. 29°55.24'N., Long. 32° 29.4’ E., for the discharge of 


a 


table oils. 
“Frere are bulk berths for grain and phosphates in Adabiya Bay 
with cranes. 


sQUTHBOUND: 
gs new Racon Beacon 0.5miles East of West Port Said 


Breakwater is useful for obtaining positions. 
Vessel must drop anchor in the recognised Port Said anchorage 
1800 hrs. to qualify for the next day transit. 

An allowance of 2 hours (2000 hrs.) is granted on payment of an 
extra transit fee, if information has been sent in 4 days in advance. 
General cargo vessels and small tankers not carrying dangerous 
cargo are taken into Port Said Harbour (not optional) to Buoy Berth 
as marked on B.A. Chart No. 234. 
Ships in Port Said Harbour form the first part of the Southbound 
convoy as far as the Bitter Lakes. The Southbound convoy 
commences when the last Northbound ship has left the Main Canal 
to Port Said Cut Off, which is at approximately 2100 hrs. — 2200 hrs. 
5, Large tankers and container vessels enter direct from the 

erecace through the Port Said Cut Off at approximately 2400 hrs. 
When the convoy has reached the Bitter Lakes, ith is usual for the 
container vessels and large tankers to leave for Suez before the 
general cargo vessels and the small tankers not carrying dangerous 
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cargoes. 
_ The Radio Officer is to keep watch on “SUQ” in accordance with 
ALRS. 
8. When going into the Buoy Berth in Port Said Harbour, it is very 
important that a good watchman is obtained as thieving is rife. 
Tying up to the buoys can be difficult in high winds. The vessel 
should have plenty of lashings available for securing to the buoys. 
9. All services are available in Port Said Harbour. 
10. Formalities are same as those for the vessels Northbound. 
11, The Southbound convoy starts leaving Suez between 1630 hrs. 
and 1700 hrs. 


™ 


SHIPMASTER'S REPORT: October 1992. 
Kindly effect the following changes to “Authorities”: 
Suez Canal Authority: Telex: 63238 and 63543 SUCAN UN. Fax: 0020- 
64-220785 and 0020-64-220787. 
Vessel Traffic Management System: 
ae Radio (SUQ): Telex: 63528 SUQSC UN. Fax: 0020-64- 


Radio Communications: Transmits 421 kHz. Receives 425 kHz 

AIA A2A. Transmits 1612 kHz. Receives 2147 kHz F1B (radiotelex). 
NOTE: If unable to contact by radiotelex (F1B), call may be established 
by a request on MF morse. 
Agent: Please correct in the Branches (Suez Office — Port Tewfik) 
section: Damanhour Shipping Agency — Telex: 66022 AGENCY UN. 
— The following message was received by the vessel: 

ote: 

To all ships transiting Suez Canal. 

Notice to Masters of vessels transiting the Suez Canal regarding persons 
boarding their vessels. 

The Suez Canal Authority advises you to allow only persons carrying 
entity Cards issued from Suez Canal Authority to embark your vessel. 
These cards show the name and serial number of the person. If any of 
ose persons ill-behaves, you have to contact Suez Canal Authority 
Officials, referring to the card number and the person's name through 
the following means: 

Telex: 63238 or 63543 SUCAN UN. 

Fax: 002-064-220787 or 002-064-220785. 

International Telex: 63528 SUQSC UN. 

Radio Telex Selective Call 20001 frequency 1612 Tx 2147 Rx. 

Fax: 002-064-393517. 

in addition to radio telegraphy with SUQ Station. 

Regards. 
Sucanal Transit via Ismailia Radio/SUQ. 
Unquote. 


SHIPMASTER’S REPORT: October 1993. 
NORTHBOUND: 

'. As per ALRS, vessels should, if possible, book Convoy Time 4 days 
'n advance, or as soon as possible if coming from nearby port, by 
Telex to SUCANAL 63543/63238/63528 with copy to appointed 
Government Agent. 

Wo days notice of ETA required and thereafter any change in ETA. 
Call Suez Pilot on VHF Channel 16, working on Channel 17, when 
$0 minutes South of No. 2 Light-Float (Racon), for instructions. 
‘ prormation required as per ALRS. 

ee and tug patrols attend in Waiting Area Anchorage between 
nry Rock and Newport Rock. We arrived on last call at 2200 hrs. 

and Waiting Area was fairly clear. 

nv aiting Area North of Conry Rock is for all vessels under 38 ft. 
ae North of No. 2 Light-Float, Suez Pilot uses VHF 


 —e 


10. 


idle 


EGYPT 


Vessel's arrival time in Waiting Area is actual time of dropping the 
anchor North of line Conry Rock to No. 2 Light-Float. Authorities 
advise vessel to drop anchor anywhere North of this line, even if 
vessel has to immediately heave-up and proceed further inwards. 


Vessels proceed to Inner Anchorage in Suez Bay (as per circled 
areas on B.A. Chart) once Pilot available. Vessels do not generally 
proceed inwards from Waiting Area whilst Southbound convoy is 
transiting Newport Rock Channel, so between 1800 hrs. to 
2300 hrs. Waiting Area Anchorage can become crowded. 

We arrived for our Northbound transit at 2200 hrs. and vessels 
were still coming Southbound out of Newport Rock Channel, but 
ships from Waiting Area were being taken into Inner Anchorage 
between South movements. We actually waited for 2 hours to 
proceed into Inner Anchorage. 


Latest arrival times for same day transit: 

0100 hrs. — Tankers (all types carrying dangerous cargo and not 
gas free) and large container ships. 

0300 hrs. — Above group on payment of extra fee and re-arrival 
information sent in. 

0300 hrs. — General cargo ships, small container ships and small 
tankers carrying non-dangerous cargoes. No extension 
for this group. 


Convoy Times and Turn numbers are given out on VHF Channel 14 
between 0300 hrs. and 0400 hrs. (listen carefully). Vessels often 
have to call up Suez Pilot for information. 


Northbound transit in two parts. Firstly large tankers and container 
ships leave waiting area at about 0530 hrs., then LPG ships and 
other tankers. After the First Group, there is a gap of about 
75 minutes before Second Group, comprising general cargo 
vessels, bulk carriers, tankers carrying non-dangerous substances 
and ships with deficiencies and tows. 

The last ship generally gets under way at about 1000 hrs. 


Convoy Notes: The average convoy consists of 20 vessels. 

The First Group of large tankers and container ships starts leaving 
Port Said through the Eastern Cut-Off Channel at about 1700 hrs. 
Large tankers require a tug escort and 2 Pilots. Tug rules have been 
relaxed for other classes of vessels, notably LPG vessels. 

The last general cargo vessel presently clears the Canal around 
2200 hrs. NO Northbound vessels now go through Port Said 
Harbour, unless calling for cargo work. 

Radio Officer is still required to monitor “SUQ"” when South of 
Bitter Lakes, as required by Pilot. Ships without a Radio Officer 
have to monitor VHF. 

Transit speed is 13 km./hr. for large tankers/container ships and 
16 km./hr. for general cargo ships (around 7.5 knots). 

Our vessel, carrying vegetable oils and latex, got under way from 
Suez at 0930 hrs. and left the Canal at 2100 hrs., being No. 13 of 
a 17 ship convoy. 

Searchlight rarely used nowadays, although canal electrician still 
carried. Twice recently we were able to stow the light before Port 
Said, which is helpful in Winter to avoid damage. 

Pilots change once at Ismailia. First Pilot from Suez Anchorage 
to Ismailia and second Pilot from Ismailia to Port Said (km. 4). 
Boats: If vessel has only one crane/derrick, only one boat required, 
this should be declared well in advance. 

When passing outbound near Port Said in the Eastern Cut-Off, 
the boat is lowered, Agent boards with Clearance and Register, and 
Pilot departs at Km. 4. A somewhat chaotic situation can occur with 
ships bunching together. 

Vessels should be aware of the strong East-going cross current, 
sometimes encountered across the channel outside Port Said. 

A number of dredgers are now working in the Canal to deepen 
channel to 68 ft. (20.5 m.), which is now a third of the way through 
a 3 year programme. 


Signals: “Q” flag or “red over white light” for Quarantine Clearance 
to be shown until vessel cleared. 

“Black ball over G” or "3 vertical white lights” for Pilot, both at 
Waiting Area and inside Suez Bay. 


Formalities: Agent boards in Waiting Area, and Quarantine and 
Canal Inspector board in Suez Bay Anchorage Area. 
Agent requires: 

6 copies Crew List (plus a further 3 copies at Port Said). 

Register — Returned at Port Said. 

3 copies Canal Information on Agent's Form. 

Quarantine: 

2 copies Crew List. 

3 copies Vaccination List. 

1 copy Canal Health Declaration. 

Canal Inspector: 

copy Crew List. 

copy Statistical Declaration. 

copy State of Navigability Form. 

copy Ship in Ballast Form or “Nil”. 

copy Transit Form. 

copy Double Bottom Tank Declaration (most important that it 
is compiled with correctly). 

Suez Tonnage Certificate and Official General Arrangement Plan 
are sighted. 

Pilot: 

1 copy Quarantine Clearance. 

1 copy Pilot Particulars. 

1 copy North/South (or vice versa) Cargo Declaration. 
Searchlight Inspection: Sometimes inspectors board at Suez 
Anchorage to sight 3 Suez Searchlight Bulbs (2 in searchlight) and 
manufacturers original certificate. 


at od ot od oh ot 
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12. Suez Anchorage Facilities: 

Bunkers: Normally taken on West side of Newport Rock Channel. 

Water: Available in Inner or Outer Anchorages and arranged by 
Agent. 

Doctor: Boards vessel at Inner Suez Bay Anchorage. 

Stores: Many shipchandlers are looking for business — so be 
careful. 

Garbage: Take great care — possibility of confidence tricksters 
who quote Marpol. 

Watchmen: A grey area — sometimes they can be helpful and 
useful. 

Repatriation: Through Cairo. Suez is nearer to Cairo than Port 
Said. Try to avoid staying at Suez, ask for direct transit to Cairo 
Hotel. 

Weather: Winter weather prevails between December and April. 
March and April bring many sand storms. 

Mail: Normally delivered to vessel by Port Said Agent with the 
Register and Clearance. 


AUTHORITIES: The Suez Canal Authority, Ismailia, ee Tel: Ismailia 
(064) 20000 - 20009. Cabiles: Sucanal Ismailia. Telex: Sucan 92153 and 
63238 (Ismailia), Scaps Un 63256 (Port Said) and 63543 Sucan. 
Contact: Director of Transit or Control of Navigation. 

Port Said Port Authority. 

Suez Port Authority. 

Also see “Shipmaster'’s Report” October 1992. 

AGENCY: Canal Shipping Agencies Company is responsible for 
shipping paeoces in the Canal, Suez Gulf and Egyptian Red Sea ports, 
through 4 branches at Port Said for each of which there is a branch at 
Suez and 1 in Cairo. Their names are: 

Port Said Head Office: 26 Palestine Street, P.O.Box 262. Tel: 20662/ 
20666. Telegrams: Canaship. Telex: 63075 Agen Un. 

Suez Office — Port Tewfik: Canal Shipping Agencies Co. Bidg., Canal 
Street. Tel: 2639 (02) 773561. Telegrams: Canaship. Telex: 63055 
Agency Un. 

Branches (Port Said): 

Assiut Shipping Agency, Port Said. 9 Mostafa Kamel Street, P.O. Box 
128, Telegrams: Assiuship. Telex: 63262 Asut Un and 63138 Assiu Un. 
Tel: 20522 20523. 

Asswan Shipping Agency, Port Said, 8 Ei Goumhouria Street, P.O. 
Bag. Telegrams: Swana. Telex: 63261 Swan Un or 63291 Swana Un. 
Tel: 20790/20793. 

Damanhour Shipping Agency, 40 El Goumhouria Street, P.O.Box 126. 
Telegrams: Damanship. Telex: 63264 and 63146 Daman Un. 
Tel: 20351/20356. 

El Menia Shipping Agency, Port Said, 31 El Goumhouria Street, 
P.O.Box 328 and 130. Telegrams: Minship. Telex: 63263 or 63034 Meni 
Un. Tel: 20675/20677. 

Branches (Suez Offices — Port Tewfik): 

Assiut Shipping Agency, Canal Shipping Agencies Co. Bidg., Canal 
Street. Telegrams: Assiuship. Telex: 63108 Asuez Un. Tel: 2790 and 
3025. 

Asswan Shipping Agency, Canal Shipping Agencies Co. Bidg., Canal 
pi P.O.Box 4. Telegrams: Swana. Telex: 63104 Ssuez Un. 

el: 3216. 

Damanhour Shipping Agency, Canal Shipping Agencies Co. Bldg., 
Canal Street. P.O.Box 4. Telegrams: Damanship. Telex: 63055 Agency 
Un. Tel: 3176 and 3009. 

El Menia Shipping Agency, Canal Shipping Agencies Co. Bidg., Canal 
Street. P.O.Box 4. Telegrams: Minship. Telex: 63106 Msuez Un. Tel: 
3018 and 3085. 

Cairo Branch: 

Cairo Shipping Agency, Cairo. 7 Abdel Khalek Tharwat Street, P.O. 
foes et Telegrams: Maragent. Telex: 92673 Marg Un. Tel: 745755, 
74 ! 

Offices at Safaga, Kosseir and Ras Gharib: 

Telegrams: Canaship. Telephones: Safaga 10, Kosseir 14, Ras 
Gharib 71. 

N.B.: Safaga, Kosseir and Ras Gharib to be contacted via Kosseir Radio 
around the clock. 

Port Said offices to be contacted via Alexandria or Port Said Radio 
around the clock. 

: Sw abe to be contacted via Alexandria or Port Said Radio around 
the clock. 


TRANSIT SERVICE: Gulf Agency Company operate a Suez Canal 
Transit Service the purpose of which is to assist Owners and 
Shipmasters with the numerous formalities applicable to transit of the 
Canal including supervising the pre-payment of Canal Dues and 
ensuring no delay in entering or clearing the Canal. Full details of the 
service are obtainable from Gulf Agency Co. Ltd., P.O.B. 61033, GR- 
15110 Amaroussion, Greece. _ Tel: 30-1) 685 9180-9. 
Telex: 214548, 216344, 218687 (“GACGR"). Fax: 6830611. 
Cables: “Gulf Agency” Athens. 
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sUEZ CANAL — RULES OF NAVIGATION* 
JANUARY 1992 


part! Navigation 
i! Canal and Lakes (Characteristics) 
part Ill Communications — Signals 


ot all the Rules of Navigation are printed herein. Part IV is concerned 
win tonnage and dues and Part V with carriage of dangerous goods. 


GENERAL 
1: Transit Through the Suez Canal 
(1) Transit through the Suez Canal is open to vessels of all nations, 
to their complying with the conditions stated in the present Rules 
of Navigation. All references and circulars which shall be issued by the 
Suez Canal Authority will constitute an integral part of these rules. 
Vessels also have to comply with the provisions of the International 
Regulations for Safety Of Life At Sea, and its amendments, as well as 
the provisions of the International Regulations for Preventing Collision 
at Sea, and all laws, orders and regulations issued by the A.R.E. 
Government. 

(2) The Suez Canal Authority reserves the right to refuse access to 
the Canal Waters, or order the towage or convoying of vessels 
considered dangerous or troublesome to navigation in the Canal (Non 
or erroneous declaration of dangerous cargo — See “Article 47 Bis’). 

(3) By the sole fact of using the Canal Waters, Masters and Owners 
of vessels bind themselves to accept all the conditions of the present 
Rules of Navigation, with which they acknowledge being acquainted, to 
conform with these conditions in every respect, to comply with any 
requisition made with a view to their being duly carried out, and to adhere 
to the Canal Authority's private Code of Signals as shown in Part Ill of 
these Rules. 

Article 2: Agents 

(1) Every vessel other than navy ships intending to transit the Suez 
Canal or staying at Port Said or Port of Suez, or in the Suez Canal 
Basins or docks must have a recognised Shipping Agent. 

(2) Suez Canal Authority confirms that she has no agents or 
representatives abroad. 

(3) The Egyptian Authorities are to be notified of intended transit of 
navy ships in the Suez Canal : Viz : Ministry of Foreign Affairs, Ministry 
of Defence as well as Ports and Lights Administration. 

(1) Vessels up to 400 g.r.t. may have a recognised private agent. 

Article 3: Canal Waters 

(1) Canal Waters mean the Canal proper, and the access channels 
thereto,'*) the waters within the Canal Authority's Concession adjacent 
to the Canal proper and Port Said Harbour and Port of Suez. 

(2) The Canal proper, as to its length, is reckoned to run from 
Km. 3.710 West Branch for vessels entering from Port Said Harbour and 
fom Km. 1.333 East Branch for vessels entering through the East 
Approach Channel, to Hm. 3 at Suez, including the 2 channels of the 
Great Bitter Lake and all Canal by-passes. 

(3) As to its width the Canal is bounded by the banks when they are 
above water; when the banks are submerged, the width of the Canal is 
limited to the perpendiculars at the point of intersection of the sub-marine 
bank with the horizontal plane corresponding to the max. draft authorised 


including squat. 
\2)Port Said Eastern and Western Entrance Channels, Suez Entrance Channel which includes 
the Port of Suez Eastern Channel leading to the Canal entrance. 


Article 4: Responsibilities’ 

(1) When in Canal Waters, or its ports or roads, any vessel or floating 
structure of any description is responsible for any damage and 
consequential loss it may cause either directly or indirectly to the Canal 
Authority properties or personnel or to third party. 

(2) The vessel's or floating structure's Owners and/or Operators are 
fesponsible without option to release themselves from responsibility by 
limited liability. 

(3) The words “Owners and/or Operators” for the purpose of the 
present article, shall be considered to mean person, persons or 
corporate body responsible for the vessel at the time of the navigational 
accident or incident. 

(4) Moreover, the vessel guarantees to indemnify the Canal Authority 
'n respect of any claim against the latter by reason of any damage 
whatsoever she may cause either directly or indirectly to third parties. 

(5) The vessel waives the right to claim against the Suez Canal 
Authority for any damages caused by third parties that she may sustain 
while in Canal Waters. 


See also Art. 11 para. D, (art.16 para. A), (art.55 para. 5), (art.59 para. 2), (art.60 para 4,5) 
and (art.62 para. 4). 


Article 5: Temporary Delaying of Vessels 

(1) The Canal Authority may delay a vessel for the purpose of 
Nvestigating any claim or dispute that may arise, or any formal or 
informal complaint, or allegation of violation of the laws of the Canal or 
of security reasons. 

(2) A vessel may be delayed until in the opinion of the Canal Authority, 
its tenderness, trim, list, cargo, hull, machinery have been put into such 
Condition as will make the vessel reasonably safe for her passage 
through the Canal. 

(3) No claim for damages is accepted or considered because of any 
such temporary delaying of vessels. 

Article 6: Pllotage 

(1) Pilotage is compulsory for all vessels whatever their tonnage," 
+ he entering, leaving, rewind. changing berth or shifting in Canal 

aters or Port Said and Port of Suez harbours. 

(2) Any exemption must be explicitly authorised by the Suez Canal 

Nexon (See Art. 11(d)). 
Ports Syptian vessels under 300 tons Suez Canal Gross Tons authorised to work in Canal 


Port Ass Accesses, also Egyptian fishing vessels under 300 tons Suez Canal Gross Tons (At 
phe 300 tons Suez Canal Gross Tons). However, if transiting Canal, the above is not 
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Article 7: Changing Berth In Road Anchorages 

Vessels in Port Said Anchorages Area (Northern and Southern 
Anchorages), Suez Roads, the Bitter Lakes or Timsah Lake are not 
authorised to change berth or anchorage, or make fast alongside other 
vessels, or carry out any cargo operations without explicit authorisation 
from the Suez Canal Authority. 


PART | — NAVIGATION 
CHAPTER |: SUEZ CANAL NAVIGATION FEATURES 


SECTION |: Approaches 
Article 8: Port Sald (See ‘“Plan”’) 


General: Fifteen miles before arrival to Fairway Buoy,” all vessels 
arriving from seaward should contact the Harbour Office by VHF 
(Channel 16). If not able to, by R/T (2182 kHz) or by W/T and telex via 
S.U.Q. for instructions (see Part Ill — Articles 87 and 88). 

Fairway Buoy: Position: Lat. 31° 21’ 18” N., Long. 32° 20’ 42” E. 

Characteristic: Group flashing white light (3) every 10 seconds. 


(1) See “PI F 
(2)All buoys in the Canal and access channels may be replaced temporarily by others of smaller 


size. 
(A) ANCHORAGE AREAS®: 
The incoming vessels have two anchorages. 
ow vessels arriving from sea have to anchor in the berth allocated to them by the Suez Canal 
‘ort Authority. 
(1) The Northern Area 
Comprises two zones: 
(a) Zone One: For vessels with draft over 42 ft. This zone is limited 


as follows: 
North Limit Latitude 31° 28’ 30” North 
South Limit Latitude 31° 27’ 00” North 
East Limit Longitude 32° 20’ 00" East 


West Limit Longitude 32° 18’ 00” East 
Vessels at anchor in this area, when entering the Eastern Channel 
will proceed between the East and West buoys at Hm. 195 (course 
194°), 
Hm. 195: 
East: West: 
Lat. 31°25’ 01”"'N. Lat. 31° 25/ 07" N. 
Long. 32° 24’ 15” E. Long. 32° 23’ 48” E. 
lsophase (2 sec. on, 2 sec. off) (See “Plans”). 
(1)All buoys in the Suez Canal and its approaches are fitted with radar reflectors. 
(b) Zone Two: For VLCCs, 4th Generation Container Ships, 
3rd Generation Container Ships and vessels over 39 ft. draft up to 42 ft. 
This zone is limited as follows: 


North Limit Latitude 31° 25’ 00" N. 
South Limit Latitude 31° 23’ 12” N. 
East Limit Longitude 32° 20’ 30” E. 
West Limit Longitude 32° 16’ 00” E. 


Vessels at anchor in this area, when entering the Eastern Channel, 
will proceed between the East and West buoys at Hm. 135. 

Hm. 135: 

Lat. 31° 21’ 54” N., Long. 32° 23’ 10” E. 

Characteristics: See “Plan”. 

The berths of this zone are called (V) berths and comprise the 
following: 


Centre of circle (Radius 750 m.). 


Berth Latitude Longitude 

v1 31° 23’ 42” North 32° 19’ 30” East 
v2 31° 24’ 30” North 32° 19’ 30” East 
v3 31° 23’ 42” North 32° 18’ 30” East 
V4 31° 24’ 30” North 32° 18’ 30” East 
v5 31° 23’ 42” North 32° 17’ 30” East 
V6 31° 24’ 30” North 32° 17’ 30” East 
v7 31° 23’ 42” North 32° 16’ 30” East 
v8 31° 24’ 30” North 32° 16’ 30” East 


(2) The Southern Area 
For all other vessels, area is limited as follows: 


North Limit Latitude 31° 23’ 03” North 
South Limit Latitude 31° 21’ 15” North 
East Limit Longitude 32° 20’ 30” East 


West Limit Longitude 


32° 16’ 42” East 


Vessels at anchor in this area, when entering the port of Port Said 
through the West Approach Channel p! 
(i) Take on their starboard “Fairway Buoy”, No. 8, No. 7 and No. 6 


Buoys. 


(ii) On the port there are 3 yellow buoys showing yellow lights. 

(iii) On reaching No. 5 pair of buoys at Hm. 80, showing F. Gr. and 
R. (1) every 4 sec., they will proceed through the old channel to 
Port (Course 217.5°). 

Berths in Southern area called (C): 

Centre of Circle (radius 500 m.) 


Be Latitude Longitude 

C1 31° 21’ 30” North 32° 20’ 06” East 
C2 31° 22’ 06” North 32° 20' 06” East 
C3 31° 22’ 42” North 32° 20’ 06” East 
C4 31° 21’ 30” North 32° 19’ 24” East 
C5 31° 22’ 06” North 32° 19’ 24” East 
C6 31° 22’ 42” North 32° 19’ 24” East 
C7 31° 21’ 30” North 32° 18’ 42” East 
C8 31° 22’ 06” North 32° 18’ 42” East 
cg 31° 22’ 42” North 32° 18’ 42” East 
C10 31° 21’ 30” North 32° 18’ 00” East 
C11 31° 22’ 06” North 32° 18’ 00” East 
C12 31° 22’ 42” North 32° 18’ 00” East 
C13 31° 21’ 30” North 32° 17’ 18” East 
C14 31° 22’ 06” North 32° 17’ 18” East 
C15 31° 22’ 42” North 32° 17’ 18” East 
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(3) Prohibited Area for Anchorage 

The area between the East limit of the 2 anchorage areas and the 
approach channels is prohibited for anchorage to all vessels and floating 
units. 
(4) Anchorage Area for Transshipment Operations: 

(a) Vessels up to 60 ft. draft: 


North Limit Latitude 31° 24’ 00" N. 
South Limit Latitude 31° 25' 00" N. 
East Limit Longitude 32° 27’ 00" E. 
West Limit Longitude 32° 26’ 00” E. 
(b) Vessels over 60 ft. draft: 
North Limit Latitude 31° 26’ 00" N. 
South Limit Latitude 31° 27’ 00" N. 
East Limit Longitude 32° 28’ 00” E. 
West Limit Longitude 32° 27’ 00” E. 


(5) Dangerous Areas 

(a) Wreck: Awreck buoy is situated on the Western side of a sunken 
ship at Hm. 195, West of the approach channel: 

Lat. 31° 25' 19” North. Long. 32° 23’ 00” East. 

Height 5 m., painted black and red horizontal bands, with day mark 
2 black balls. Showing group flashing white (2) every 10 seconds. (See 
“Plan’”). 

(b) Dumping Areas: The hopper dredgers, dredge underway for 
several months every year in the entrance channels and dump in the 
following areas. 

3,140 m. East of the axis of the East channel at Hm. 140. 

Lat. 31° 20’ 48” North Long. 32° 25’ 48" East. 
4,000 m. East of the axis of the East channel at Hm. 80 approximately. 
Lat. 31° 18’ 42” North Long. 32° 24’ 42” East. 


(B) PORT SAID APPROACH CHANNELS 
(1) Buoyage (See “Plan” — “Suez Canal North Entrance”). 

The Port Said West Approach Channel extends from the port of Port 
Said till Hm. 80 where it joins the East Approach Channel. Height of 
buoy at Hm. 80 is 10 m. 

The Port Said East Approach Channel extends from the land 
boundary, East of Port Said, till Hm. 195. 

The 2 channels are marked, on each side, by light buoys of 5 m. 
height (except from Hm. 195 to Hm. 135 East Channel, the height of 
the buoys is 10 m.). The light is red on the Eastern side and green on 
the Western. 

(a) East Approach Channel (See “Plan’’). 

The East Approach Channel is buoyed as follows: 

In the West: Black. Daymark: Cone point up. Fl. Gr. Lights. 

In the East: Red. Daymark: Can FI. R. Lights. 

The 2 buoys indicating the Northern end of the channel, at Hm. 195, 
are Isophase (2 sec. on, 2 sec. off). The distance between them is 
745 m. 

(b) Junction of East and West Approach Channels 

Three yellow buoys mark the junction of the East and West Approach 
Channels. They are placed at Hm. 83, Hm. 95 and Hm. 105. 

(i) Buoy at Hm. 83: Yellow in colour, is fitted with a yellow 
St. Andrew's cross daymark and shows by night group flashing 
yellow (5) every 20 seconds. 

(ii) Buoy at Hm. 95: Yellow in colour, shows a fixed yellow light. 

(iii) Buoy at Hm. 105: Yellow in colour, is fitted with a yellow 

St. Andrew's cross daymark and shows by night group flashing 
yellow (4) every 15 seconds. 

(c) West Approach Channel 

The buoyage of the West Approach Channel of Port Said Harbour, is 
as follows: 

(i) Port Said Fairway Buoy (See “Plan”). 

Off Port Said, a fairway light buoy, height 10 m., painted black with 
yellow vertical stripes, surmounted by a daymark 2 cones point out, and 
showing group flashing white light (3) every 10 seconds. 

Lat. 31° 21’ 18” North Long. 32° 20’ 42” East. 
Buoy No. 8 Black. Daymark: Cone point up. F. Gr. Light 2 sec. 
Lat. 31° 21’ 07.3" North Long. 32° 20’ 56.2” East. 
Buoy No. 7 Black. Daymark: Cone point up. F. Gr. Light. 
Lat. 31° 20’ 30.7" North Long. 32° 21’ 12.7” East. 
Buoy No. 6 Black. Daymark: Cone point up. F. Gr. Light. 
Lat. 31° 19’ 54.1” North Long. 32° 21’ 12.7” East. 

(ii) The West Approach Channel is buoyed as follows: 

In the West: Black. Daymark: Cone point up. F. Gr. Light. 

In the East: Red. Daymark: Can F. R. Light. 

Buoy No. 5 of Hm. 80 West: Daymark: Cone. Occ. Gr. (1) 4 sec. 

Lat. 31° 19’ 07.2” North Long. 32° 22’ 00.6” East. 
Buoy No. 5 of Hm. 80 East: Daymark: Can. Occ. R. (1) 4 sec. 
Lat. 31° 19’ 17.5” North Long. 32° 21’ 45” East. 

(d) El Bahar Tower 

A guidance tower in position between the East and West Approach 
Channels: 

Lat. 31° 18’ 05” North Long. 32° 21’ 28” East. 

Height 42 m., painted white with red horizontal stripes. 

Characteristics: 

Racon call sign Q “—— - —" range 15 miles. 

Beacon light Fl. W. one sec. on, one sec. off, range 15 miles. 


(2) Navigation 

(a) Northbound Vessels: (i) All Northbound vessels use the East 
Approach Channel. The end of the navigable channel is marked by the 
pair of buoys at Hm. 195. (course 014°). From Hm. 195, vessels are to 
steer North (000°) for 5 miles before altering to destination. 

(ii) Vessels leaving Port Said harbour to sea, use the West Approach 
Channel (course 037.5°) till Hm. 80 (Buoys No. 5), then steer North 
(000°) to 5 miles North of Buoy at Hm. 195 West. (Lat. 31° 25’ 30” N., 
Long. 32° 22’ 30” E.) before altering to destination. 
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(iii) Vessels of the Northbound convoys wishing to enter Port 
Harbour may proceed through the West Channel, direct to their al 
berth in Port Said Harbour, only if the situation of traffic permit 
Otherwise they have to proceed through the East Approach Channel| jj 
Hm. 195, then steer North (000°) for 5 miles and head for the anchorage 
berth allocated by the Harbour Office”) 

(1)This is to avoid ing incoming vessels to the Northern Anchorage Area. 

(b) Southbound Vessels: The maximum draft authorised jy 
Southbound vessels is limited to 42 ft. in accordance with the tables 
ging the maximum draft according to the vessel’s breadth. 

) ind vessels may be authorised to transit with draft from 42 ft. up to 53 ft. with specg 
arrangement (See “Appendix”). 

(i) VLCCs, in ballast or partially loaded, 4th Generation Containg 
Ships and 3rd Generation Container Ships, LASH vessels over 35,0 
Suez Canal Gross Tons, LPG and LNG (Loaded or not gas free) ang 
vessels having a draft of more than 39 ft. and up to 53 ft. maximum, 
have to use the East Approach Channel, course 194°. The said vessels 
enter the channel between flashing green buoys of Hm. 165 and Hm, 
135. 
(ii) All other vessels, transiting the Canal or berthing at Port Sai¢ 
have to enter through the West Approach Channel, course 180°, from 
the entrance, passing between the West green buoys and the Eay 
yellow buoys till Hm. 80, then alter course to 217.5°, passing between 
green and red buoys, till Port Said Harbour. 

A fixed red light on a pylon on the North Quay of Abbas Basin in ling 
with an occulting red light on a pylon West of the fuel oil tanks at Raswa, 
indicates the axis of the entrance channel to the harbour. 


(D) BREAKWATERS: 
(1) The West Approach Channel is protected by two breakwaters: 

(a) The Western reakwater protecting the West Approach Channel's 
situated to the West of the channel and extends from land boundary ti! 
Hm. 73 with a submerged part from Hm. 50. This part is marked by ciga 
shaped unlit buoys. 

(b) The Eastern breakwater extends from land boundary till Hm. 22 
and has an occulting red light at its Northern End. 

(2) Two breakwaters protect the East Approach Channel. The Eastem 
extends 2 km. from the land boundary, and the Western extends fo 
0.53 km. from the land boundary. Each breakwater has a small fixed 
white light on its end. 

Article 9: Suez (See “Plan’’) 

Five miles before arrival at the First Separation Zone Buoy, all vessels 
coming from sea should contact the Suez Canal Harbour Office by VHF 
Channel 16. If not able to, contact by R/T (2,182 kHz) or by W/T va 
S.U.Q. for instructions. (See Part Ill, Articles 87 and 88). 


(A) Separation Zone 
A Separation Zone has been established. Extending 0.3 miles on each 
side of the line connecting the two Separation Buoys mentioned 
hereafter. All vessels arriving or leaving have to pass the Separation 
Zone Buoys" on their Port side. 
(1)See “Plan”. 
The Separation Zone Buoys are: 
(1) Separation Zone Buoy No. 1 (Southern Buoy): 
Lat. 29° 39’ 33” North Long. 32° 32’ 00” East 
Height 5 m., yellow in colour with a yellow St. Andrew's Cross daymark 
and a fog horn. Showing flashing yellow light (1) every 2 seconds and 
fitted with 5 mile Racon. 
(2) Separation Zone Buoy No. 2 (Northern Buoy): 
Lat. 29° 48’ 36” North Long. 32° 32’ 00” East 
Height 5 m., yellow in colour with a yellow St. Andrew's Cross daymark 
a group flashing yellow light (4) every 15 seconds and fitted with 
5 mile Racon. 


(B) Anchorage Area 

The incoming vessels have two anchorages: 
(1) “V" Area: 

For VLCC's, 4th Generation Container Ships, 3rd Generation 
Container Ships, LASH ships over 35,000 Suez Canal Gross Tons, 
vessels over 38 ft. draft, LPG and LNG vessels (loaded or not gas free) 
this area is indicated by: 

(a) The Conry Rock Buoy: 

Lat. 29° 48’ 18” North Long. 32° 34’ 09” East. 

Height 5 m., black, cone point up and showing group FI. Gr. (2) evely 
7 seconds. 

(b) South Shoal Buoy: 

Lat. 29° 38’ 48” North Long. 32° 35’ 54” East. 
Black, cone point up, showing Gr. Isophase (2 sec. on, 2 sec. off). 
Berths of this area are called “V” Berths. Center of circle (radius 


Berth Latitude Longitude 
v1 29° 46’ 30” North 32° 35’ 00” East 
v2 29° 45’ 30” North 32° 35' 00” East 
v3 29° 45’ 30” North 32° 36’ 00” East 
V4 29° 45’ 00” North 32° 37' 00” East 
V5 29° 44’ 30” North 32° 36’ 00” East 
V6 29° 44’ 30” North 32° 35’ 00” East 
v7 29° 44’ 00” North 32° 37' 00” East 
v8 29° 43’ 30” North 32° 36’ 00” East 
vg 29° 43’ 30” North 32° 35’ 00” East 


(2) Waiting Area: 
For other vessels: 
This area is limited by the following buoys: 
(a) Conry Rock: 
Lat. 29° 48’ 18” North Long. 32° 34’ 09” East. 
Height 5 m. black, cone point up and showing Group FI. Gr. (2) ev? 
7 sec. 
(b) Buoy “M”": 
Lat. 29° 50’ 00” North Long. 32° 35’ 18” East. 
Height 5 m., black, cone point up and showing F. Gr. 


(c) Buoy “N’: oe tat 
Lat. 29° 50’ 39” North Long. 32° 35’ 18” East. 


5 m. black, cone point up and showing Qk. FI. Gr. 
Buoy “D”: 
' Lat. 29° 51’ 20” North wn 32° 35’ 18” East. 
t5m. black and showing F. Gr. 
(e) 


Buoy “C”: 
Lat. 29° 52’ 00” North Long. 32° 35’ 18” East. 
ht 5m. black and showing FI. Gr. 
(f) Buoy “B": : 
Lat. 29° 52’ 08” North qk 32° 34’ 34” East. 
t 5m. black and showing F. Gr. 
(g) Buoy “A”: 
Lat. 29° 52’ 15” North it 32° 35’ 51” East. 
t 5m. black and showing F. Gr. 
(hn) Buoy Hm. 60.00 East: 
Lat. 29° 52’ 22” North Long. 32° 33’ 07.5” East. 
Height 5 m. black, cone point up and showing FI. Gr. 
(i) Buoy Hm. 70.50 East: 
Lat. 29° 51’ 48” North Long. 32° 33’ 13” East. 
Height 5 m. black, cone point up and showing FI. Gr. 
() Buoy Hm. 80.50 East: 
Lat. 29° 51’ 16” North Long. 32° 33’ 17” East. 
Height 5 m. black, cone point up and showing Occ. Gr. (1) 4 sec. 


(k) Position “R”: 
Lat. 29° 48’ 36” North —_ Long. 32° 33’ 12” East. 


(C) Anchorage Area for Trans-shipment Operations “S.T.S”: 


(1) "A" Area: 
Lat. 29° 43’ 00” North Long. 32° 37’ 00” East 
Lat. 29° 43’ 00” North Long. 32° 38’ 00” East 
Lat. 29° 42’ 00” North Long. 32° 37’ 00” East 
Long. 32° 38’ 00” East 


Lat. 29° 42’ 00” North 
“B" Area: 

Lat. 29° 37’ 00” North Long. 32° 37’ 00” East 

Lat. 29° 37’ 00” North Long. 32° 38’ 00” East 

Lat. 29° 36’ 00” North Long. 32° 37’ 00” East 

Lat. 29° 36’ 00” North Long. 32° 38’ 00” East 

(D) - Arrival to Suez of Northbound Vessels 

Vessels coming from sea to transit the Suez Canal or enter the Port 
of Suez, have to pass East of the Separation Zone. VLCC's, 
4th Generation Container Ships, 3rd Generation Container Ships and 
vessels over 38 ft. draft have to anchor in the anchorage area specified 
for these vessels (V Berths) in the berth allocated to each vessel by the 
Suez Canal Authority. Other vessels have to pass East of the Separation 
Zone and anchor in the Waiting Area as previously indicated. 


(E) - Prohibited Area for Anchorage 

Itis strictly forbidden for all vessels Northbound to anchor in the area 
imited as follows: 
(1) In the North: 

Two buoys marking the dredged channel position: 
Western Buoy: Lat. 29° 51’ 15” N., Long. 32° 33’ 06” E. 
Eastern Buoy: Lat. 29° 51’ 16” N., Long. 32° 33’ 17” E. 

2) In the West: 

By the line joining the West Buoy and position “P”: 

“P": Lat. 29° 48’ 36” N., Long. 32° 30’ 54” E. 
3) In the East: 

By the line joining the East Buoy and position “R”: 

“R": Lat. 29° 48’ 36” N., Long. 32° 33’ 12” E. 
4) In the South: 
By the line joining position “P"” and position “R”. 
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(F) - Suez Entrance Channel 
Including the Eastern Channel leading to the Canal Entrance). 
This channel is used for vessels entering or leaving Suez Canal and 
also by those entering Port of Suez and using its anchorages “” 
\\)The max. draft authorised for vessels using Ibrahim Basin, the Petroleum Basin or El Adabya 
Basin must not exceed 26 ft. at HW. 
This channel is buoyed as follows: 
(1) A pair of light buoys at Hm. 80.5 (entrance buoys): 
(a) The Eastern Buoy, height 5m., black, cone shaped and 
showing a green occulting light (1) every 4 seconds. 
(b) The Western Buoy, height 5 m., red, can shaped and showing 
an occulting red light (1) every 4 seconds. 
The distance between the Eastern and Western Buoys is 340 m. 
(2) Proceeding Northward, the channel is marked on both sides by light 
buoys, height 5 m. 
(a) On the Eastern side of the channel, the buoys are black, cone 
shaped and show a flashing green light. 
They are placed in the following locations: 
Hm. 70.50 
Hm. 60.00 
Hm. 44.40 
Hm. 24.00 
Hm. 7.00 
Km. 162.150 (Occ. green light) 
(b) On the Western side, the buoys are red, can shaped and show 
a flashing red light. 
They are placed in the following locations: 
Hm. 70.50 
Hm. 60.00 
Hm. 44.40 
Hm. 21.00 
Hm. 17.20 
Hm. 1.00 (Occ. red) 
onurse: From the entrance buoys (Hm. 80.50) (New Port Rock 
Nnel) to the green light buoy of Hm. 24.00. 
Northbound: 352.5° 
Southbound: 172.5° 
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(G) — Canal South Entrance 

The Canal South entrance is marked by 2 light buoys, height 7 m. 

(1) The Eastern Buoy at Km. 162.150 is black, cone shaped and 
showing occulting green light (1) every 4 seconds. 

(2) The Western Buoy at Hm. 1.00 is red, can shaped and showing 
occulting red light (1) every 4 seconds. 


(H) Port of Suez: Port of Suez is delimited by the imaginary line which 
extends from Ras Misalla to Mersa Sadat and comprises the coastal 
zone North of this line, up to Suez Canal entrance. 

(1) Navigation: 

(a) General Rules: 

(i) All vesseis shall conform to the International Regulations for 
Preventing Collision at Sea. 

(ii) Navigation in the port is limited to approved channels only. 

(iii) Crossing or overtaking in the channels is strictly forbidden. 

W), Vessels must proceed in the port with caution and at reduced 
speed. 

(v) Vessels must not let go their anchors except in the anchorage. 
(b) Traffic Regulation: 

(i) Vessels entering or leaving the Port: 

For vessels entering the port from sea and vessels leaving the port 
for sea, all movements shall be effected through the Western Channel, 
except for vessels anchored in 1C, 2C, 3C, 4C, 5C, which should use 
the Eastern Channel. 

(ii) Vessels entering the Canal: 

From the Port and Zone N.W. of Green Island, they must comply with 
the following: 

Anchorages 8C to 16C and Anchorage Groups A and B (See “Plan”): 

Vessels shall pass through the Western Channel, then South of Green 
Island to join the Eastern Channel and then proceed to the entrance of 
the Canal. 

From Zone North East of Green Island: 

Anchorage 1C to 7C: 

Vessels shall proceed directly from their anchorages to the entrance 
of the Canal. If the number of vessels exceeds the number of 
anchorages, vessels in excess shall anchor South of the Western 
Channel, parallel to Anchorages 2A, 4A, 6A, 4B and 7B, making sure 
to leave the Western Channel clear for navigation at all times. 

From Zone South of Green Islands: 

Anchorages 1D to 6D (See “Plan”): 

Vessels shall proceed directly from the anchorages to the Canal or 
to sea through the Eastern Channel. 

(iii) Vessels leaving the Canal: 

Direct to Sea: 

They shall proceed through the Eastern Channel. 

Anchoring in the Port: 

Anchorage Groups A and B, Zone N.W. of Green Island 8C to 16C: 

They shall proceed through the Eastern Channel, then the Western 
Channel and shall follow it till the place fixed for their anchorage. 

Zone N.E. of Green Island from 1C to 7C: 

Vessels shall come out of the Canal and proceed directly to this area. 
(c) Priority of Movement in the port: 

Priority of movement in the port shall be as follows: 

(i) Vessels leaving the Canal. 

(ii) Vessels proceeding to the Canal. 

(iii) Vessels coming from sea must wait outside the port until the 
Eastern Channel is clear. 

(iv) Vessels leaving the anchorages of the Port of Suez. 

(v) Vessels coming out of the Basins (Ibrahim Basin — Adabeya — 
Petroleum Basin). 

(vi) Vessels using the New Petroleum Jetty. 

(d) Priority of Passage in the Eastern Channel: 

(i) Vessels leaving the Canal. 

(ii) Vessels in anchorages of Port of Suez, and proceeding Southward 
to sea, have to pass through the Eastern Channel. 

Ships approaching Port of Suez from seaward should wait outside 
until the channel is clear. 

(e) When Harbour is closed for Bad Weather: 

(i) Vessels coming from sea: 

It is recommended not to enter the Port of Suez when it is closed due 
to foul weather which prevents the pilots from boarding the vessels. 

However, any vessel who would like to enter on her own responsibility 
will have to contact the wireless station (SUQ) and ask permission for 
doing so, giving her draft and length in feet, by the following cable: 

“lL wish to enter Suez Anchorage on my own responsibility. Length ..... 
Draft ..... feet”. 

If permission is granted, the Master will receive the following cable: 

“Port is closed. Entering on your own responsibility. Available 
anchorage ...”. 

(ii) Vessels leaving the Suez Canal: 

In case, when the embarkation of the Roads pilot is not possible, the 
following cable will be sent to the ship: 

“Owing to bad weather Roads pilot will not board your ship”. 

The following will be added in case the vessel would ask for an 
anchorage: 

“Available anchorage ...”. 

(iii) Vessels anchored in the Port of Suez leaving for sea: 

Vessels who would like to sail on their responsibility, will have to hoist 
the signal for pilot, send the following cable to SUQ and wait for orders. 
“| wish to go to sea on my own responsibility. Please confirm”. 

They may proceed if they receive the cable: 

“You may proceed to sea on your own responsibility”. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englang 


(2) Buoyage of Port of Suez: Article 10: Roads and Harbour Pilot Signals: 
(a) Buoy 2A — 281.5° — 20.9 cables from Newport Rock Light. Vessels requiring a Pilot for: 
(b) Buoy 3A — 278.5° — 26.9 cables from Newport Rock Light. These (1) Entering from sea 

buoys show flashing red (1) every 5 seconds (2) Sailing out to sea 


(c) Buoyage of Port of Suez — Position of Green Island Light: (3) Changing berth 
Lat. 29° 54’ 39” N., Long. 32° 31' 48” E. (4) Entering the Canal 
(i) Eastern Channel (East of Green Island) is limited by the following should hoist a black ball over G by day and 3 white lights by night in; 
buoys: vertical line. These signals are to be hoisted where can best be seen 
In the East: 
Buoy From Green Island Distance 
Light (m.) SECTION Il 
Hm. 7.00 East 062° 2440 Article 11: Pllotage 
Hm. 14.00 East 080° 1820 (A) General: i 
Hm. 24.00 East 111° 1720 All vessels entering or leaving Canal waters, must take a Pi 
Hm. 44.40 East 144° 3300 (Pilotage is ye gene : : 
Hm. 60.00 East 153° 4720 However, the Suez Canal Authority reserves the right to assign atuy 
Hm. 70.50 East 166° 5720 Master on board vessels under 1,500 tons gross and under 800 ton 
Hm. 80.50 East 159° 6680 gross a coxswain, instead of a Pilot. 
In the West: Navy ships and any vessel carrying dangerous cargo must have ; 
Buoy From Green Island Distance Pilot regardless of their tonnage. 
Light (m.) Roads Pilots, on boarding vessels arriving from sea, hand over to the 
Hm. 1.00 West 050° 2600 Master, the Declaration of State of Navigability and the Pilotage Form 
Hm. 17.20 West 082° 1390 Masters are held solely responsible for all damage or accidents oj 
Hm. 21.00 West 108° 1260 whatever kind resulting from the navigation or handling of their vessels 
Hm. 44.40 West 150° 3110 directly or indirectly by day and night. 
Hm. 60.00 West 157° 4640 The Pilot must inform the Movement Control Office or the Port Office 
Hm. 70.50 West 160° 5630 immediately by W/T, and Telex and/or VHF or UHF, if his advice 
Hm. 80.50 West 162° 6630 regarding the safety of navigation is not accepted or not respected by 
(ii) Shallow water in the Green Island Zone is limited as follows: the vessel. 


‘ , (B) Port Said: 
North Buoy bearing 000° at a distance of 1,490 m. from Green Island (1) Southbound Vessels: 


Ute Buoy reales cr rh? he Lys (a) VLCCs, 4th Generation Container Ships, 3rd Generation 
Red Buoy of Hm. 21.00. Carrener Rhine) LAS vessels over, $5,000 Suez Canal Gross tons 

3 ray atte ° . a and vessels over . draft are piloted from Northem 

heuanva it late, masts roe Taalina cresilt) aber: 7 wecbrae Green Anchorage Area for Canal transit through the East Approach Channel 


: 13 . (b) Other vessels, either for local trade or intending to transit the 
West Buoy bearing 308" at a distance of 820 m. from Green Island Canal, are piloted from Fairway Buoy to berths in the harbour through 


Light, showing group flashing green (2) every 5 seconds. the Weel Channél 
ae antes are Minreel. oer (c) Vessels are piloted between Port Said Harbour and Port of Suez 
by Canal Pilots who are relieved at Ismailia. 
(3) Anchorages of Port of Suez: (2) Northbound Vessels: ; 
Bearing of Distance from (a) Through East Branch, vessels are piloted to Km. 3.000. However, 
Anchorage Green Island Green Island Light on Master's request, pilotage may extend to Hm. 80. : 
Light (cables) (b) Through West Branch, vessels are piloted to Hm. 80 if weathe 


(a) Group “A”: permits. However, on Master's request, pilotage may end at Hm. 22 o 
1A 


i i Master's responsibility. 

2A aes “a (C) Port of Suez: 

3A 334.5° 4.2 (1) Northbound Vessels: 

4A 358.0° 6.4 (a) VLCCs, large bulk carriers, 4th Generation Container Ships, 31 

5A 018.0° 39 Generation Container Ships, LASH vessels over 35,000 Suez Cana 

6A 023.0° 71 Gross tons, LPG and LNG (Loaded or not gas free) and vessels over 

7A 048.0° 5.8 38 ft. draft are piloted from anchorage area South of Conry Rock for 

8A 041.5° 89 Canal transit. 

9A 061.5° 82 (b) Other vessels are piloted from waiting area to anchorage area in 
10A 083.0° 72 the Port of Suez. 

(b) Group “B”: : : (c) Vessels are piloted from Port of Suez and Port Said Harbour by 
1 101.5° 14.4 Canal Pilots who are relieved at Ismailia. 
2B 092.5° 12.1 (2) Southbound Vessels: 
3B 078.0° 124 (a) Southbound convoy and vessels in Port of Suez Anchorages 
4B 064.0° 13.9 sailing South are piloted to Hm. 80.50. However, on Master's request. 
5B 090.0° 152 piloting may end at Hm. 44.40 (Newport Rock). 
6B 098.0° 17.25 (b) Vessels have to maintain course through the channel till the las! 
7B 071 5° 172 pair of buoys, keeping the Separation Zone on the port side. 
8B 095.0° 20.2 (D) Master and Pilot: 
9B 086.0° 203 (1) Master: é 

10B 079.5° 1 54 When a vessel is transiting the Canal, the Master or his qualified 
11B 089.5° 179 representative should be present at all times on the bridge; he has 
12B 090.5° 222 keep the Pilot informed concerning any individual peculiarities in the 
13B 078.0° 193 handling of the vessel so that the Pilot might be in a position to givé 
(c) Group “C”: ; Pree to control the navigation and movement of the vessel. 
; ilot: 
ee sae Mf The duties of Pilots commence and cease at the entrance buoys 
3c 187 5° 112 Port Said and Port of Suez. He only gives advice on manoeuvring the 
4c 235 0° 4 vessel, courses to steer, etc. He puts at the disposal of the Master his 
c 3 8.5 experience and practical knowledge of the Canal, but as he cannot kno# 
5 214.5° 8.1 the defects or difficulties of manoeuvring every vessel, the responsibilit 
6C 170.5° 9.4 falls completely upon the Master. The Pilot has to ensure the executio" 
7C 161.0° 10.6 by the vessel of: 
8C 158.0° 8.55 (a) The Articles of Rules of Navigation. 
9C 142.0° 9.3 (b) The orders of transit given by Movement Control. 
10C 143.0° 12.3 The manoeuvre and orders are carried out under the direction of the 
11C 133.5° 12.0 Master who is solely responsible. 
12€ 144.0° 6.58 It is therefore for the Master, taking into account the indications givé" 
13C 121.5° 6.5 by the Pilot, to give the necessary orders to the helm, to the engines 
14C 104.0° 6.7 and tugs. If, in the interest of quick manoeuvres the Master thinks ! 
15C 097.0° 4.7 preferable to allow the Pilot to give orders direct, manoeuvres 
16C 073.5 4.8 out in these circumstances shall be considered as having been carne 
(d) Group “D”": out on the order of the Master and on his sole responsibility. 
1 346.0° 12.9 (E) Moving In Suez Canal Waters without Pilot's assistance: 
2D 004.0° 12.6 (1) Unless explicitly authorised by the Suez Canal Authority, 
3D 021.0° 13.4 following must be considered: 
4D 035.0° 14.5 (a) Whenever a vessel moves in Canal Waters or Port Said Hartov 
5D 041.0° 16.7 without having a Pilot on board, she shall be charged an additional d# 
6D 047.0° 18.4 of 15,000 Egyptian Pounds". 

(e) Group “H”: (b) An additional due of 2,237.5 Egyptian Pounds shall be charg® 
1H 298.0° 12.0 to vessels moving in Port of Suez Anchorages, or entering or leav" 
2H 308.0° 14.3 Basins at Port of Suez without having a Pilot on board’. 

(f) Adabeya Anchorage: (c) These dispositions do not apply in the event of the Pilot bet’ 

1 059.0° 28.3 suddenly unable to carry on with his duties owing to sickness or dea 
2 054.0° 28.8 In this case, the Master must: 
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() Warn the vessels astern of his intended manoeuvre by means of 
* (i) Reduce speed and contact Movement Office to have advice for 
ng fast if in the Canal, or the entrance channels; or droping anchor 
sin the Lakes. ree : 
"a The Movement Office at Ismailia is to be informed at all times 
py UHF oF VHF and confirmed by W/T or telex. 
+) Vessels under 300 Suez Canal Gross Tons are subject to Rules of Navigation for small 


ea under 300 Suez Canal Gross Tons are exempted as per Law 161/59. 

2) Exceptions: , ’ . 

in case of bad weather to the extent of not allowing pilotage in Canal 

each channels, Masters will be authorised by notice from the Suez 
sanal Port Office, to sail with their vessels on their own responsibility 
xt the following positions: 

(a) For Southbound convoy, from Km. 162 to sea. ; 

(p) For Northbound convoy, from Hm. 3.000 in East Port Said 
shannel Northward to sea. 

(c) For vessels leaving Port Said Harbour through West Approach 
spannel, from Hm. 22 Northward. 

(d) For vessels anchoring in Port of Suez Anchorages wishing to head 
9 sea, also for vessels in Waiting Area wishing to enter Port of Suez 
anchorage Area. 

(e) For vessels entering Port Said Harbour either for transiting Canal 
x for trade, through West Approach Channel till Hm. 50 approximately 
ynere Roads Pilot will board vessels. 

(f) For vessels entering Port Said East Approach Channel, between 
4m. 165 and Hm. 135 from VLCCs Anchorage Area to join Southbound 
onvoy, Canal Pilot will board vessels at Km. 0 of East Port Said 
Yhannel. 

(g) For VLCCs and other large vessels joining Northbound convoy 
om new anchorage area South of Conry Rock, Canal Pilots will board 
essels at Km. 161 approximately. 

(h) For other vessels joining Northbound convoy from Port of Suez 
nchorages, Canal Pilots will board vessels at Km. 161 approx. 

N.B.: (1) For items c, d, e, f, g and h, the time of proceeding will be 
xed by Suez Canal Port Authority. 

(i) An extra pilot, for assisting the pilot in charge, may be assigned 
n Master's request or by the Canal Authority if deemed necessary. 

(ii) A due of L.E. 200 (Two hundred Egyptian Pounds) for every 
dditional Canal Pilot and L.E. 100 (One hundred Egyptian Pounds) for 
very additional Roads Pilot is charged. 

(iii) In all cases, advice will be given if necessary by shore radars 
) vessel's Master. 

F) Calling Pilots unnecessarily: 

When a vessel signals for Pilot, and it is found when boarding that 
he is not ready to get underway in the limited time, the vessel is liable 
) be delayed and Pilot disembarked. The vessel will pay extra pilotage 
ues for the new Pilot as mentioned before. 

G) Extra Pilots: 
1) Extra pilots shall be assigned in the following cases: 

(a) Vessels over 80,000 Suez Canal Gross Tons. 

(b) 4th Generation Container Ships, 3rd Generation Container Ships 
nd LASH vessels of 35,000 Suez Canal Gross Tons and over. 

(c) Vessels having cargoes or installations impeding visibility from 
side the wheelhouse (bad view). 

(d) If a Pilot is disembarked and relieved by another Pilot, in case of 
low speed vessels, vessels having troubles which prevent continuation 
{ transit with same convoy, or vessels that have to transit by day only. 

(e) If vessel has no accommodation for the Pilot to rest while 
eee in Bitter Lakes or making fast in mooring places for a long 
eriod. 

(f) On Master's request or by Suez Canal Authority if deemed 
ecessary. 


HAPTER Il: ARRIVAL AND PREPARATION FOR TRANSIT 


ECTION I: Pre-Arrival of Vessels 
ticle 12: Booking for transit 

(1) Vessels may book for transiting the Canal. The booking notice 
hall reach the Suez Canal Authority Offices not later than 4 days prior 
0 the transit date. It must contain the name, nationality of the vessel, 
er type (container, Ro-Ro, etc. . . .) her draft, Suez Canal Gross 
onnage and deadweight tonnage. 

(2) Vessels booking for fixed date will have priority to catch the convoy 
“ae date, if they arrive within the time limit defined by the present 

S. 

(3) Booking can be cancelled or altered by notice to the Suez Canal 
luthority offices at least 24 hours before the date booked for, otherwise 
Ne vessel shall be charged 100 (one hundred) Egyptian Pounds. 

_(4) In case of VLCCs and similar vessels, this charge will be 1,000 

one thousand) Egyptian Pounds on account of the special 

angements made by the Suez Canal Authority. 

_(5) Vessels arriving without previous booking will catch the convoy if 

pacity of movement in the Canal permits, otherwise they may catch 
following convoy. 

Article 13: Notice of Arrival 

_ Masters of vessels fitted with wireless apparatus are requested to 

ansmit the following information to their Agents, 48 hours prior to the 

‘€ssel's arrival and to the Suez Canal Authority via SUQ. 

(1) The name and nationality of the vessel, her ex-name if any. 
ee Suez Canal gross tonnage and deadweight tonnage, draft and 

3) Whether they intend transiting or merely stopping in the harbours 

In this case, mention the duration of stay required. 
(4) The ETA. 
(5) Whether they carry dangerous cargo, stating quantity” and class 


“cording to IMO's regulations. 
Case (Ange cargo is not declared or erroneous declaration, see Article 47bis. 


#e visual and sound signals as well as VHF and W’/T, or telex via SUQ. 
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Article 14: Contacting Port Offices on Arrival 
(a) Vessels have to contact the harbour office by VHF. 
(2)Port Said and Port of Suez on Channel 16. 
(1) 15 miles before arrival at Fairway Buoy off Port Said. 
(2) Five miles before arrival at Separation Zone Buoy No. 1 off 
Port of Suez. 
(b) When in touch, give the following information: 
(1) Latitude and longitude. 
(2) Vessel'’s name. 
(3) Vessel’s call sign. 
(4) Suez Canal official number, if any. 
(5) Suez Canal gross tonnage and deadweight tonnage. 
(6) Draft. 
(7) Loaded or not. 
(8) Kind of cargo. 
(9) !f transiting the Canal for the first time she has to send: 
(a) Date of building. 
(b) Suez Canal Tonnage Certificate, if available. 
(c) Call sign or official number. 
(d) Length overall. 
(e) Beam. 
(f) Type of engines. 
(g) In all cases, the Master must inform if aiming to transit the 
Canal or just stay in the harbour. 

This information will assist the Harbour Master to identify the vessel 
through his radar, acquire and assign her identification “ID” tag which 
will follow her path until the other end. 

(c) If failing to contact by the assigned Channels, Masters may use, 
with the consent of the Harbour Master through the International R/T 
(2182 kHz) or SUQ (W/T) or Telex any of the following VHF frequencies: 

(1) 156.650 (Channel 13) Port Said. 
(2) 156.600 (Channel 12) Port Said. 
(3) 156.550 (Channel 11) Port of Suez. 
(4) 156.700 (Channel 14) Port of Suez. 

(d) Any vessel who does not contact the Port offices during her 
approach is subject to delays in catching the convoys. 

(e) When berthing, changing berth or sailing, the Master must handle 
the mooring ropes by mooring boats of a firm approved by the Suez 
Canal Authority. 

Article 15: Documents and Requirements 
A. Documents to be produced are: 

(1) Suez Canal Special Tonnage Certificate and Calculation Sheets 
(3 copies if the first transit). 

(2) Certificate of Registry and Ship's Drawings (Capacity Plan and 

General Arrangement Plan). 

(3) Statistical Declaration. 

(4) Extract from the vessel's official documents and information 
concerning the vessel's type and her cargo (containers, barges, etc.). 

(5) Declaration concerning the use of double bottom tanks and the 
lower parts of the high tanks. 

(6) Declaration concerning vessels in ballast. 

(7) Declaration of State of Navigability. 

(8) The last Classification Certificate issued. 

(9) Any other information necessary for transiting the Canal. 

(10) Piping Plan and General Arrangement Plan for LPG and LNG vessels. 
B. The Master of a vessel wishing to transit the Canal must register 
at the Canal Authority offices and pay the various dues. 

He must furnish the Canal Authority's officials with all the particulars 
requested. 

C. The vessel must in addition comply with the requirements of the 
A.R.E. Government Authorities. 
D. Incase the Canal Authority deems it necessary to be supplied with 
a new Seaworthiness Certificate, the following Classification Societies 
are recognised to deliver same: 

(1) Lloyd's Register of Shipping. 

(2) Bureau Veritas Francais. 

(3) American Bureau of Shipping. 

(4) Registro Navale Italiano. 

(5) Germanischer Lloyd. 

(6) Norske Veritas. 

(7) Russian Register. 

(8) Nippon Kaiji Kyokai. 

(9) China Classification Society. 

(10) Korean Register of Shipping. 

Seaworthiness Certificates are accepted by the Suez Canal Authority 
in Arabic or English. If written in any other language, it is to be translated 
in one of these two above mentioned langusges and duly certified by 
the Embassy or Consulate of the Arab Republic of Egypt. 

E. Navy ships transiting the Suez Canal Waters must be provided with 
a Suez Canal Special Tonnage Certificate showing the Suez Canal 
Gross and Net Tonnages. 

If such document is not onboard, the Commanding Officer has to give, 
in writing, the following information: 

(1) Name of Ship. 

(2) Name of Commanding Officer. 

(3) Call sign of the ship (Radio Call). 

(4) LOA, beam overall and depth of the ship. 

As long as the ship is not provided with the Suez Canal Special 
Tonnage Certificate, transit dues will be levied on the temporary Gross 
Tonnage product of the empirical formula without any allowance till the 
presentation of the documents required. 

F. Erroneous Declarations: 

If the Canal Authority Officials discover false information concerning 
the cargo carried’) or the ship’s situation ballast or loaded, resulting 
from the shipping clerk’s or the Master's negligence, in statistical 
declarations held, the tolls difference will be doubled. 

The tolls difference means the difference between the correct and the 


wrong amount of transit dues. 

(2)e.g. carriage of sweet water as cargo and declared as ship's water ballast; the omission 
of declaring the presence or quantity of containers on the weather deck or any cargo onboard, 
passengers, etc. . . . 
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Article 16: Stay In the Harbour 

A. The Master is responsible for the mooring of his vessel in Port Said 
Harbour and Port of Suez. 

B. Mooring Lashing Ropes: For the safety and quick berthing of vessels 
in Port Said Harbour, the only lashing ropes allowed to be used for fixing 
ship's ropes on the buoys are those provided by the Suez Canal Mooring 
and Light Company. For this purpose, the said company provides 
vessels making fast in the harbour with 2 in. Manilla or Sisal ropes. This 
service is against U.S.$ 40.00 per vessel to be added to the invoice of 
the Suez Canal Mooring and Light Company. 

C. The Master is to pay attention to the instructions hereunder: 

(1) When the vessel is moored to the buoys, the mooring ropes must 
be watched to ensure safe mooring. If two vessels are moored to the 
same buoy, when one leaves, the other must adjust her moorings. 

(2) Masters must comply with the Harbour Master's advice regarding 
mooring ropes during the stay of their vessel in port; especially when, 
in case of expected bad weather, it is necessary to increase the moorings 
if required. 

(3) When a vessel is moored with her stern to the bank, the Master 
must keep himself continuously informed of the depth of water aft, to 
avoid grounding on the submerged slope either as a result of the settling 
of the vessel as she loads, or her proximity to the bank. 

(4) At night, the vessel, whether moored or manoeuvring, must show 
the lights prescribed by the International Regulations for Preventing 
Collisions at sea, in addition to the Suez Canal Light Signals. 

(5) Unless authorised, barges alongside a vessel must not be more 
than two abreast. 

(6) It is forbidden to try projectors, or to turn the propellers during the 
process of warming-up, in the absence of the Pilot, or without informing 
him when onboard. 

(7) Vessels must not put their engines out of working order for any 
reason whatsoever without permission from the Canal Authority. 

(8) The Master must always keep onboard sufficient crew to ensure 
efficient handling of the moorings, fire fighting and damage control. 

(9) The Harbour Master or his delegate should have free access 
onboard to ensure the carrying out of the Regulations, to verify the 
vessel's seaworthiness, and to ascertain that dangerous cargo onboard 
complies with the Suez Canal Regulations. 

(10) Vessels cancelling berth booking at Port Said for commercial 
operations, bunkering, etc., must do so 6 hours prior to arrival, otherwise, 
an additional due of L.E. 200 (Two hundred Egyptian Pounds) will be 
charged. 


Article 17: Change of Berth 

(1) If the Master wishes to change the berth of his vessel, he should 
notify the Harbour Office stating the desired time when the shift should 
take place. A tug or more will be imposed to assist in the manoeuvres. 

The change of berth will take place at the time fixed by the Harbour 
Office. A Pilot will be sent to the vessel in due time. 

(2) Shifting at the Master's request and the tugs used are charged for 
as per rates set down by the Suez Canal Authority. 

(3) Charges for shifting due to erroneous or incomplete declarations 
by the Master must also be paid by the vessel. 

(4) When necessary, the Harbour Master may order a vessel to shift; 
when so ordered, it should be made as quickly as possible. In such a 
case it is free of charge. 


SECTION II: Preparations for Transiting the Canal 
Article 18: Measures taken before entering the Canal 

All vessels ready to enter the Canal must have their ladders and jib- 
booms run in, their boats swung in and any derricks or cranes obstructing 
the view forward, lowered. 


Article 19: Mooring Ropes 

(1) At least 6 flexible floating mooring ropes of appropriate size for 
the vessel, in good condition, fitted with spliced eyes, must be in 
readiness for any emergency, at suitable points on deck. All 
arrangements must be made for their quick handling. 

(2) For vessels equipped with tension mooring wires, the number of 
floating ropes may be reduced to 4. It is to be noted, however, that any 
mooring lines, likely to produce sparks by their manipulation are 
absolutely forbidden on board petroleum tankers, LPG or LNG or any 
vessel carrying flammable substances. 

(3) It is recommended that: 

(a) One of the ropes which is selected as “first line ashore” must be 
of floating material to ensure quick securing to the shore. 

(b) Wires should not exceed 5.5 in. circumference to facilitate handling. 

(c) All vessels should have 2 fire ropes (wire) made fast, one forward 
and one aft, hung over the vessel's side ready for use in case of 
emergency. 
Article 20: Mooring Boats 

(1) Vessels transiting the Canal must have mooring boats as 
mentioned hereafter hired from the Suez Canal Mooring Company 
approved by the Suez Canal Authority. 

In case no mooring boats from the said company are available, ship's 
boats if suitable for mooring (open type lifeboat) in the Canal can be 
used and must be manned by shore crew, hired from the Suez Canal 
Mooring Company. Each boat is to be manned by three men. 

(2) One mooring boat or one motor boat for vessels under 2,500 tons 
gross, SCGT (SCGT = Suez Canal Gross Tonnage). 

(3) One mooring boat for ships from 2,500 to 5,000 tons SCGT. 

(4) Two motor boats or one motor boat and one mooring boat for 
vessels from 5,000 tons SCGT to 30,000 tons SCGT. 

(5) Two motor boats for vessels over 30,000 tons SCGT. 

(6) Ships may ask for additional motor boats or mooring boats 
according to Master's request. These mooring boats must be in constant 
readiness for lowering to run the ropes to the mooring posts without any 
delay during the transit of the vessel. 

(7) Ships must be fitted with well maintained lifting appliances capable 
of lifting mooring boats of 4 tons weight. 
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(8) Ships may carry extra mooring boats for safety of navigatig, 
However, LPG, LNG and Loaded Tankers are not allowed to Carry any 
extra boats. 

(9) The handling of mooring boats must be carried out well clear frop, 
the ship's propellers. 

(10) Masters are requested to reduce speed during lifting or 
operations of mooring boats. An officer must be in charge, to avoig 
accidents that may endanger the life of mooring men. 

(11) If the vessel has no means for lifting mooring boats and Ship's 
boats are not suitable for mooring (closed type lifeboat) in the Cana 
the vessel shall not be allowed to transit the Canal. 

Article 21: Spreaders (Slings) 

Container ships are advised to have their own spreaders (sli ) te 
assist unloading and reloading containers in case of necessity. thus 
carrying different sizes of containers must have their own spreaders. 
Article 22: Indicators 

There must be a rudder angle indicator and an engine RPM indicaty 
in the wheelhouse so located and illuminated as to be easily Visible by 
the Pilot. 

Article 23: Bow Anchors 

1. Any transiting vessel must be equipped with 2 classed anchos 
forward of the collision bulkhead. Each anchor must be fitted with its 
own chain or wire cable, and be capable of being released, and raise; 
independently by means of a windlass or capstan. 

2. In lieu of 1, vessels of less than 1,000 SCGT must be equipped wit 
one working anchor. 

Article 24: Accommodation and Pliot Ladders 

A. Pilot Ladder: 

(1) In anchorage areas, outside the Canal, North or South, pio 
ladders can be used to embark and disembark Pilots. 

The ladder shall be secured in such position that each step rests firmly 
against the vessel's side and so that the Pilot can have safe access tp 
the vessel. Whenever the distance from sea level to the point of access 
to the vessel is more than 12 ft. (or 3.65 m.), access from the pilot ladde 
to the vessel shall be by means of an accommodation ladder or othe 
equally safe and convenient means. 

(2) The treads of the pilot ladder shall not be less than 19 in. long, 
4.5 in. wide and 1 in. in thickness. Steps shall be joined in such a manne 
as will provide a ladder of adequate strength with treads maintained in 
a horizontal position and not less than 12 in. or more than 15 in. apart 

(3) A man-rope properly secured, and a safety line shall be availabe 
and ready for use if required. 

(4) Handholds are to be provided to assist the Pilot to pass safely ani 
conveniently from the head of the ladder into the vessel or on to the 
vessel's deck and vice versa. 

(5) If necessary, spreaders shall be provided at such distance as wil 
prevent the ladder from twisting. 

(6) Arrangements shall be such as: 

(a) The rigging of the ladder, the embarkation and disembarkation 
of the Pilot is supervised by a responsible officer of the vessel. 

(b) A self igniting life buoy is to be available at hand. 
B. Accommodation Ladders 

(1) Accommodation ladders are to be used in the Canal, harbours 
and lakes to embark and disembark Pilots. 

(2) In case no accommodation ladder is available, or difficult to ng, 
the vessel has to inform S.C.A. before entering harbour or Canal. The 
change of Pilot which is originally carried out at Ismailia, will take place 
in the Bitter Lakes after anchoring. In such case, the vessel will be 
charged an extra 200 L.E. (Egyptian Pounds) as pilotage dues for eac 
relieving Pilot. 

(3) Ships with freeboard of less than 10 ft. may use pilot ladder. 
Article 25: Efficiency of Vessel’s Equipment 

(1) Before entering the Canal it must be ascertained that main engines. 
compasses, steering gear, engine room, telegraph, rudder angle an 
r.p.m. indicators, W/T, VHF and radar are in good working order. 

(2) Every vessel navigating in the Suez Canal Waters under the advice 
of the Suez Canal Pilot, should maintain bridge and engine bell books 

(3) In the bridge bell book, each engine movement and the time of is 
transmission from the bridge to the engine room is to be recorded & 
well as in the engine room bell book. 

(4) No vessel is required to maintain any bell books if equipped wi? 
an automatic device which produces a permanent legible record of evel) 
engine movement. 

(5) The bell books and the automatic records must be handed, upo 
request, to the Suez Canal Officials for the purpose of investigation’ 
necessary. 

Article 26: Deck Cargo / 

(1) Deck cargo is to be stowed in a way so as to provide a clear vier 
from the navigating bridge while transiting the Canal, as well as not® 
affect the vessel's stability. 

(2) The deck cargo should not protrude more than half the vessels 
breadth on any side, with a maximum of 15 m. if breadth exceeds 30” 

(3) If the protrusion exceeds the maximum allowed, each case is © 
be studied separately, and an additional due of 2% of the transit dué 
is levied on each foot or fraction of foot in excess. 

Notes: 

1. Containers on container ships are not considered as deck cay 

2. Specially built vessels and barges carrying drillers or bulky de 
cargo to be studied each separately. 

Article 27: Water Ballast 

Vessels in ballast must fill spaces intended to be used for carryity 
water ballast in such proportion as the Officials of the Suez Ca¥ 
Authority may direct. 

Article 28: Searchlight 

Before transiting the Canal, the vessel should be provided with! 
searchlight (projector) complying with the following conditions 
specifications. 

(1) It should be placed on the bow in the axis of the vessel and sh" 
the Canal clearly. 


(2) Specifications are as follows: ' 

) Minimum range of radiation of single beam 1,800 m. ahead 

' (brightness of 1 Lux approximately at the atmospheric 
transmission factor T = 0.85). 

(ob) The power of the lamp must give a luminous intensity of single 
light beam not less than 3 million candela, which is equivalent to 
high efficiency incandescent lamp of: 

(i) 2,000 Watts for vessels up to 30,000 S.C. gross tons. 
(ii) 3,000 Watts for vessels over 30,000 S.C. gross tons. 

(c) The drum and stand should be of high corrosion resisting material 
and can be operated both perenne and vertically. 

(d) The front glass must be of hardened type and can stand rapid 
cooling. 

(e) The roliector must be in two halves of precise ground glass mirror 
of highest quality or of polished aluminium having at least 95% 
the reflective capacity of the glass mirror. 

f) The two halves of the reflector can be brought together (zero 
position) to make a single reflector light beam and can be parted 
to give two separate light beams each of 5° at least, on the 
horizontal level with adjustable dark sector from 0 to 10°. 

(g) The searchlight drum must be watertight (presssure test 0.25 kg./ 
sq.cm.) and gastight (according to the classification rules for the 
vessel's electric appliances within dangerous areas) and provided 
with a vent-out to which a flexible hose can be fitted on the drum 
to dissipate the heated air out of the searchlight in addition to a 
safety vent. 

On vessels carrying petroleum products, LPG or LNG or 
inflammable substances, or vessels Not Gas Free, exit of hot air 
must be effectuated in a place devoid of inflammable gas. 

(h) The searchlight must be equipped with 2 lamps carrier that can 
be turned into position to let the lamp exactly in the focus of the 
reflector, and the current must be switched on automatically. 

(i) The electric system (switches, plug, socket and cables) must be 
of first class marine type. The degree of protection IP 55 or similar 
standards. 

(j) The searchlights must have a certificate for the “type test” issued 
by one of the Classification Societies (Lloyd's Register, etc.). The 
original to be submitted to Suez Canal officials and thereby after 
test by S.C.A. inspection, the searchlight can be accepted. 

(3) On all vessels of whatever type, electric cable installations for 
earchlight and all electrical connections leading to it must be 
yermanently fixed, insulated and gastight. 

At the end of the cables a fixed and gastight socket should be installed 
jose to the searchlight. 

(4) On board vessels electrically propelled or having electrically driven 
ear (steering, winches, etc.), the number of generators and their 
ndividual power output must be sufficient to ensure uninterrupted 
unctioning of the searchlight in the event of stoppage of one of the 
enerators. 

No exception to this rule will be allowed except when there is an 
ndependent generator and circuit on board specifically set apart for the 
searchlight. 

(5) The projector can be hired locally from the Canal Mooring and 
ight Company and weighs 1.5 tons. 

(6) For vessels fitted with their own projector, 2 shore electricians 
should operate it during the transit. 

(7) Vessels with special cases: 

(a) Vessels with bulbous bow, must be provided with their own 
archlight (as hoisting and lowering operations of hired searchlight 
wolves risks of accident). However, they can be supplied with shore 
searchlight, on condition that top of bulbous bow is lower than 10 ft. 

(b) LPG and LNG vessels, without any exception, must be provided 
vith their own searchlight. 

(c) Vessels entering the Canal, direct from sea must also be provided 
ith their own searchlight. 

(8) If electrical connections and/or searchlight do not conform, the 


@ssel is liable to transit only in daylight and therefore is subject to delay. 


An additional due of 3,000 Egyptian Pounds will be imposed when 
Ne searchlight and/or electrical connections do not conform for the 3rd 
and each following transit. 

Article 29: Overhead Lights (Deck Lights) 

Overhead lights visible all round the horizon with a minimum range 
a 200 m. (roughly 650 ft.). 

Article 30: Bridge Wing Projectors 

Bridge wing projectors on either side of the bridge must be fitted to 
show the Canal banks clearly during the transit and mooring operations. 

Characteristics: Power about 4 LUX at an atmospheric transmission 
actor (T = 0.74) and minimum range 200 m. 

Article 31: Funnels 


Funnels must be lit to facilitate the identification of the vessel by night. 


Article 32: Bridge and Engine Room Communication 
Communication system between engine room and bridge must be in 
900d blag condition. 
Article 33: Pumping — Draining Arrangements 
The pumps and Pumping arrangements including valves, pipes and 
Strainers from holds as well as from the engine and boiler spaces must 
'n good working condition. 
Article 34: Watertight Bulkheads and Doors 
raatertight bulkheads and doors are required to be in good efficient 
Article 35: Draft Marks 
Pe. vessels shall have the draft plainly marked and painted upon the 
or amidships (including Plimsoll Mark and Deck Line) and stern post 
‘udder post, according to Load Line Convention. 
— Whistles and/or Sirens 
les a i i i 
Part Ii, Art x sirens must be always ready for use, as prescribed in 
an 37: Fire Fighting Equipment on Vessels 
tone Vessels transiting the Canal should be equipped with the fire 
Al Ng equipment in accordance with the requirements of S.O.L.A.S. 
®quipment should be in a good and efficient condition. 
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(2) Fire hoses with suitable nozzles attached shall be connection to 
the outlets of fire lines at all times while in Canal waters. Sufficient hoses 
shall be connected to reach all parts of the vessel. 

(3) When approaching Canal waters, as precautionary measures, all 
vessels must have fire wires hanging over the side ready for use fore 
and aft, before entering Canal waters. 

Article 38: Side Doors 

When side doors are used for boarding, and the minimum vertical 
distance between the waterline and the bottom of the side door is less 
than 6 ft., they should be closed immediately after embarking and 
disembarking of Pilot and during transit through the Canal. 

Article 39: Manning Vessels 

The crew of vessels intending to transit the Canal should have efficient 
and good knowledge of their vessel and be sufficient in number to permit 
safe handling of the vessel during transit. 

Article 40: Deck Watch & Engine Room 

When underway in Canal Waters the vessels shall keep a full watch 
on the bridge and in the engine room, as well as anchor watch. 
Article 41: Special Arrangements for VLCCs 

(See Article 58). 

Article 42: Accommodation 

(1) A SUITABLE (OFFICER CLASS) ACCOMMODATION IS TO BE 
PUT AT THE PILOT’S DISPOSAL WHILE AT ANCHOR IN THE BITTER 
LAKES OR MADE FAST IN MOORING PLACES ALONGSIDE THE 
CANAL. IN CASE OF NO SUITABLE ACCOMMODATION AVAILABLE, 
THE VESSEL WILL PAY EXTRA DUES OF LE.200 (TWO HUNDRED 
EGYPTIAN POUNDS) FOR EACH RELIEVING PILOT. SHE MAY BE 
DELAYED IF NO RELIEVING PILOT IS AVAILABLE. 

(2) A sheltered place is to be provided for the mooring boatmen (3 to 
6 men according to the size of the vessel) and 2 shore electricians for 
the projector, and one S.C.A. Loran technician, during transit. 

Article 43: Vessels Carrying Timber 

(1) The timber deck cargo shall be compactly stowed, lashed and 
oe in a way that it shall not hinder navigation and allow safe access 
on deck. 

(2) The loading must not exceed the Tropical Timber Load Line (LT). 
The height of the deck cargo above the weather deck shall not exceed 
one third of the extreme breadth of the vessel. 

Article 44: Life Saving Appliances 

Life saving appliances for vessels navigating in the Canal Waters 
should meet with the requirements of the International Convention for 
the Safety Of Life At Sea. 

Article 45: Anchor Watch 

An anchor watch has to be added during bad weather or poor visibility 
and when advised by the Pilot. 
Article 46: Stoppage in Canal 

When anchored in the Bitter Lakes, Lake Timsah or stopped in the 
Canal, the engines should always be ready for use. 

Note: In case of failure to comply with any of the previous 
requirements, a vessel may be delayed from joining the convoy and/or 
may be subject to special arrangements for her transit. This includes 
imposing convoying tug boats. Access to the Canal may also be refused. 


SECTION Ill: interdiction to Enter Canal 

Article 47: A vessel will not be allowed to transit the Canal In any 
of the following cases: 

A. Any vessel whose Tropical Load Line is submerged, or Plimsoll 
Marks not plainly visible (Overloaded). 

B. Any vessel considered by the Suez Canal Officials, dangerous for 
navigation. 

C. If carrying dangerous cargo and not conforming to the Part V of 
Rules of Navigation for vessels carrying dangerous cargo. 

D. If having a list more than 3 degrees. 

E. If trimmed in a way causing bad manoeuvrability. 

F. If having deck loads protruding from vessel's sides in a manner 
endangering the safety of transit (see Article 26). 

G. Ifthe vessel is tender or loaded in a manner that dangerously affects 
her stability. 

H. If her draft is in excess of the maximum permitted according to 
these Rules. 

|. For VLCCs and ULCCs, if there is bad weather. 

J. The Suez Canal Authority may consider delaying the entry to the 
Canal in cases of bad weather. 

K. Any vessel without anchors. 

Article 47 Bis: 

(1) The Suez Canal Authority reserves the right to refuse access to 
Canal Waters to any vessel in case of non or erroneous declaration of 
the presence of dangerous cargo on board, such as ammunition, 
explosives, radioactive substances, etc. 

(2) If the dangerous cargo mentioned in para (1) is discovered during 
the transit, the Suez Canal Authority reserves the right to refuse access 
to Canal Waters to this vessel for a period not exceeding two years. An 
additional due of 30,000 L.E. (thirty thousand Egyptian Pounds) will be 
imposed for this violation. 


SECTION IV: Proceeding to the Canal 
Article 48: General 

(1) Masters shall ask for Pilots by clearly displaying “G” flag by day 
and 3 white lights at night, at least two hours before the time they expect 
their vessel to be ready to get underway. 

(2) Singling Up should not be before the Pilot is on board. 

(3) When several vessels are ready to get underway at the same time, 
the order of their sailing will be fixed by the Canal Authority. 

(4) All vessels must stop whenever the passage ahead is not clear. 

(5) They must slow down passing collapsed or under repair banks, 
as well as when passing all vessels in sidings, hoppers, dredgers and 
other floating plants made fast. 

(6) As soon as a vessel is made fast. she must hoist the signals 
pendant No. 2 by day and red light aft at night. The vessel must be 
ready to slack down ropes or cut them if need be. Engines must always 
be ready for manoeuvring. 
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CHAPTER Ill: CONVOY SYSTEM — Maximum Dimensions, Towage 
and Escorting 


SECTION |: Convoy System 
Article 49: Formation of Convoys 
A 3 convoy system is applied in the Suez Canal. 


(A) Northbound Convoy 
(1) Starts at 0600 hrs. at Km. 160 and consists of 2 groups of vessels 

(a third group may enter Canal from 0300 hrs. to 0430 hrs. according 
to traffic situation). 
(a) Group A 

(i) 4th Generation Container Ships, 3rd Generation Container Ships 
and similar, LASH vessels over 35,000 SCGT, LPG and LNG (Loaded 
or not gas free), speed of transit 13 — 14 km./hr. (See Article 54). 

(ii) Loaded VLCCs, conventional loaded tankers and heavy bulk 
carriers, (draft over 38 ft. or | over 950 ft. B.P.). 

(iii) For safety measures, LPG and LNG vessels, in ballast or loaded, 


and loaded chemicals in bulk are included in the Loaded Tankers group. 


(b) Group B 

Cargo and other vessels anchored in Suez Anchorages. 

(2) Northbound convoy has a free run from Port of Suez till Port 
Said. It passes through the East Kabrit Channel, the Eastern Dredged 
Channel in the Bitter Lakes, the Deversoir East Channel, the East 
Channel of Lake Timsah, the East Channel of Ballah Loop and the East 
Channel from Km. 17 Northward. 

(3) In case the Northbound convoy has to stop in the Bitter Lakes due 
to traffic situation of Southbound convoy or any emergency, the following 
must be considered: 

(a) Container vessel heading the convoy will drop anchor in the 
suitable East Anchorage Areas of the Bitter Lakes. 

(b) — will anchor in the suitable East Anchorage according to 
their draft. 

(c) All other vessels will anchor in the East Areas corresponding to 
their draft. 

(d) 3 berths are available in Kabrit East Branch, in case of 
emergency. 
Note: LPG, LNG in ballast or loaded, and loaded chemicals in bulk are 
subject to Beam/Draft Tables of 13 — 14km./hr. speed. For safety 
measures, they are included in the Tankers group. 


(B) Southbound Convoy (N1) 

(1) Starts from 0000 hrs. to 0500 hrs. and consists of 3 groups of 
vessels: 

(a) Group A: Vessels in Port Said Harbour. 

(b) Group B: Vessels anchored in the Northern Anchorage Area 
consisting of 4th Generation Container Ships, 3rd Generation Container 
Ships, VLCCs in ballast, vessels over 39 ft. draft, LPG, LNG and not 
gas free vessels (LPG, LNG and vessels not gas free may join Group A) 
in ballast or loaded. This group will be headed by the Container Ships 
and the first vessel will enter through Port Said East Approach Channel 
in due time to join Group A at Km. 17. 

(c) Group C: Vessels anchored in Southern Anchorage Area will 
enter through Port Said West Channel in due time to join Group B at 
Km. 17. 

(2) This convoy has a free run to the Bitter Lakes, passes through the 
East Branch of Ballah By-Pass, the East Channel of Lake Timsah, the 
Deversoir West Channel (except for vessels with draft of more than 42 ft. 
will pass through East Channel), and anchors in the Western 
Anchorages in Bitter Lakes. 

(3) The sequence of continued route from the Bitter Lakes will be 
warships, LPG, LNG vessels, the 4th Generation Container Ships and 
3rd Generation Container Ships followed by VLCCs in ballast and then 
other vessels. The first ship of the Southbound convoy will regulate 
speed to cross the last Northbound vessel abeam of Kabrit Station. 


(C) Southbound Second Convoy (N2) 

(1) Starts from 0700 hrs. to 0900 hrs. The forming and depth of this 
convoy is subject to situation of traffic and limit time. 

(2) Vessels will make fast in Ballah West Branch (Maximum capacity 
15 vessels according to the number of berths at Ballah Loop), and 
continue route after the last Northbound vessel clears Km. 61. 

(3) Dimensions of vessels that can make fast at Ballah West Branch 
should not exceed those indicated in the following table, excluding 
tankers over 90,000 SCGT (Subject to alteration according to Canal 
Developing Projects). 


Beam Draft 
(ft.) (m.)  (cm.) (ft.) — (in.) 
141 98 38 = 
142 43 28 or FY 
143 43 54 37 7.5 
144 43 80 37 4 
145 43 80 37 - 
146 44 50 36 8 
147 44 80 36 4 
148 45 11 36 


(4) Vessels not allowed to join this convoy are the following: 

(a) Loaded Tankers (or Bulk Carriers) carrying Petroleum Grade A 
or similar substances (flash point below 23°C or 73°F, ascertained by 
an open test or of any equal degree of accuracy). 

(b) Liquified inflammable gas vessels (LPG, LNG, or similar loaded 
or ballasted not gas free vessels). 

(c) Vessels not fitted with double bottoms carrying chemicals in bulk. 

(d) Vessels carrying radioactive substance Group 1. 

(e) Vessels carrying large floating units (300 SCGT and over). 

(f) Heavy lifters (semi-submersible) carrying heavy lift units with 
tonnage exceeding the lifting capacity of their individual cranes. 

(g) Vessels carrying d cargo protruding more than what is stated 
in Article 26 of these Rules. 

(h) Vessels over 90,000 SCGT. 

(i) Navy ships. 
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Article 50: Limit Time of Arrival to Jolin Convoys (Summertime may 
be kept) 
(A) Southbound Convoy 

(1) 4th Generation Container Ships, 3rd Generation Container Shipg 
VLCCs in ballast and loaded vessels over 39 ft. draft who will anchor ; 
the New Anchorage Area (V berths) N.W. of Port Said and declared by 
Agents ready for transit, have to reach the Anchorage Area within the 
limit time of 1900 hrs. 

(2) Other ships entering from Port Said harbour have to reach the 
ate Area (C Berths) within the limit time of 1900 hrs. (Ships 
arriving from 1900 hrs. to 2100 hrs. may om the first Southboun 
Convoy (N1) against an additional charge of 5% of Canal dues. Ships 
arriving after 2100 hrs. until 2200 hrs. can also join the first Southbour, 
Convoy (N1) against an additional charge of 10% of transit tolls), 

(3) Ships arriving after the limit time of 1900 hrs. and not later tha 
0300 hrs. (Ships arriving from 0300 hrs. to 0400 hrs. may join the secon 
Southbound Convoy (N2) against an additional charge of 5% of Canz 
dues. Ships arriving after 0400 hrs. until 0500 hrs. can join the secon 
Southbound Convoy (N2) against an additional charge of 10% of trans: 
tolls), will join the second Southbound Convoy either from Port or direc 
from sea and be declared by Agents ready for transit, providing th: 

acity of the Canal permits (See Article 49 (C)). 
(By Northbound Convoy 

(1) Ships anchoring South of Conry Rock: 4th Generation Containg 
Ships, 3rd Generation Container Ships, VLCCs, super tankers, heay, 
bulk carriers, LASH vessels over 35,000 S.C.G.T., LPG and LNG 
(Loaded or not gas free) and vessels over 38 ft. draft, have to reach the 
Anchorage Area (V Berths) and be declared by Agents ready for transi 
within the limit time of 0100 hrs. (Ships arriving from 0100 hrs. t 
0300 hrs. may join Tanker Group against additional charge of 5% 9 
Canal dues. Ships arriving after 0300 hrs. but before 0330 hrs. can als: 
join Tanker Group against additional charge of 10% of Canal dues). 

(2) Other vessels who will anchor in the anchorages of the Port o 
Suez, have to reach the Waiting Area (C Berths) and be declared by 
Agents ready for transit within limit time of 0300 hrs. Ships entitled jp 
join the ordinary group, can join their group if they arrive after 0300 hrs 
up until 0330 hrs. against an additional charge of 5% of transit tolls. 
(C) In all cases the documents required should be produced before the 
passage of the vessel to the Canal Office at Port Said or Port of Suez 
Article 51: Courses to Keep on Leaving for Sea 
(A) At Port Said 

Vessels of Northbound convoy have to maintain course through the 
East Approach Channel till Hm. 195 then alter course North 000° fo 
five miles before altering to destination. 

(B) At Port of Suez 

Vessels proceeding to sea have to maintain course through the 
channel till the last pair of buoys, then keep the Separation Zone on the 
port side till the Separation Zone Buoy No. 1. 


SECTION Ii: Maximum Dimensions (Vessel’s Sizes and Drafts) 


Article 52: Dimensions of Vessels Authorised to Transit 
These dimensions are given hereunder: (For drilling and towed units 
— See Appendix). 
(a) Max. length: No restrictions. 
(b) Max. beam: 233 ft. 
Note: (1) Vessels with beam over 200 ft. are allowed to transit only in 
calm weather, i.e. beam wind not exceeding 10 knots. 
(2) Vessels with beam over 218 ft. and up to 233 ft. may trans’ 
Canal under special condition (See Appendix). 
(c) Max. draft: Tables | and II give the maximum draft authorised © 
relation to the beam of vessel according to the following: 
(i) Table ‘I’: For vessels in ballast transiting in either direction. 
(ii) Table “‘II’’: For loaded vessels transiting in either direction. 


See Tables on Page 607. 


Article 53: Conditions of Transit 

(1) The maximum draft for loaded vessels is according to Table’ 
(must not exceed the Tropical Load Line). For vessels without Tropice 
Load Line indicated in the Load Line Certificate, the maximum dé 
allowed will be the Summer Load Line. 

(2) Vessels allowed to transit at a draft of over 50 ft. up to 53 ft. mus 
for the first passage, effectuate a successful sea trial before enten’ 
the Canal either at Suez or Port Said Roads. 

(3) Sisterships are not to get benefit of authorisation granted 0’ 
particular ship of the group. 

(4) Northbound LPG, LNG in ballast or loaded, and loaded chemic@* 
in bulk are subject to the Tables of Beam and Draft for vessé® 
proceeding at 13 — 14km./hr. speed. For safety measures, they 3 
included in the Tanker Group and they are placed ahead of the loade 
tankers. 


Article 54: Speed 
A. Northbound: P 
(1) 13 km/hr. for loaded tankers and bulk carriers (Draft over 38° 
or length over 950 ft. B.P.). 
(2) 14 km/hr. for ordinary group. 
B. Southbound: 
14 km/hr. 


EGYPT 


Table | pameNs a 


Draft for Vessels in Ballast Transiting 
North or Southbound 


Beam Maximum Draft 
Up to Forward Aft 
190 ft. 31 ft. 35 ft. 
(57.91 m.) (9.45 m.) (10.67 m.) 
For Aft 
Over 190 ft. to 233 ft. 29 ft. 33 ft. 
(Over 57.91 m. to 71.02 m.) (8.84 m.) (10.06 m.) 


Notes: (1) Vessels of a beam over 200 ft. transit the Canal in a beam 
wind not exceeding 10 knots. 
(2) Vessels of a beam over 233 ft. may be allowed to transit the 
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Canal under special request. 


Table Il 
Southbound/Northbound Drafts: 
We quote below the text of a Circular dated 20th March 1994, received 
from the Suez Canal Authority, Port Said: 

Please be informed that due to the progress and development 
operations of the Suez Canal channel, the following are permitted as 
from ist June 1994: 

(a) Vessels with beam 158 ft. can transit drawing draft 54 ft.; other 
vessels can transit according to the attached table. 
Note: Draft to be increased to 56 ft. in September 1994. 
Vessels in ballast with beam up to 210 ft. can transit with draft 
forward 31 ft., aft 35 ft., whilst vessels with beam more than 210 ft. 
can also transit with draft forward 31 ft., aft 35 ft., provided transit 
be in agreeable weather, clear visibility and wind speed not more 
than 10 knots. 
(c) SCA Pilots to be informed. 

Beam and Draft Table: Northbound and Southbound Convoy. 


Draft — Beam — 


(b 


— 


54 00 174 
53 11 
08 175 


04 176 


53 00 AieT 


In. 
00 
03 
06 
og 
00 
03 
06 
09 
00 
03 
06 
09 
00 
03 
10 06 
og 
08 178 00 
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06 

09 

00 

03 

06 

09 

00 

03 

06 

09 
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184 
185 
01 186 
00 

og 187 
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00 
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06 
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00 
03 
06 
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00 
03 
06 
09 
00 
03 
06 
09 
00 
03 
06 
og 
00 
03 
06 
09 
00 
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SECTION Ill: Towage and Escorting 
Article 55: Canal Authority Tugs 

(1) At Port Said Harbour, tugs may be placed at the disposal of Masters 
if the Canal Authority deems it necessary. No charge is made for the 
assistance given by these tugs to transiting vessels for mooring and 
sem underway. In all other cases, a charge is levied by the Suez 

anal Authority. 

Vessels manoeuvring in the harbour are required to provide their own 
ropes. Wire tow-ropes are not allowed (Wire tow-ropes should not be 
confused with the fire-wire ropes made fast onboard and fitted with an 
eye splice or connecting shackle hanging over the side as required. See 
Article 19.). 

(2) In other cases, tugs can be hired for mooring, towing or getting a 
vessel afloat. Charges paid by the vessel will be according to rates set 
by Suez Canal Authority. 

(3) In accordance with the terms of Article 57 of the present Chapter, 
the Officials of the Canal Authority may impose on certain defective 
vessels, or vessels carrying dangerous cargo, a tug or more for towing 
or escorting during transit of the Canal. 

In such cases, charges are paid according to rates set by Suez Canal 
Authority. 

(4) The Master of a vessel using a tug placed at his disposal has the 
exclusive direction and control of the manoeuvres of both the vessel 
and the tug. 

(5) Whatever may be the conditions or circumstances under which 
the Canal Authority tugs are made use of by a vessel, the Master of the 
vessel is responsible for any damage or accidents whatsoever resulting 
directly or indirectly from the use of the said tugs, including damage 
which may occur to the tugs themselves, and to equipment. 

Article 56: Use of Private Tugs 

(1) Shipowners are authorised to have their “towed vessel” towed or 
conveyed by their own tugs under their entire responsibility. Such tugs 
must be approved by the Suez Canal Authority. 

(2) Apart from the special towage dues, tugs belonging to private 
owners are subject to the strict observance of all the parts of the rules 
relative to vessels manoeuvring, in transit or ee 

(3) Towing arrangement must be supervised and approved by the 
Suez Canal Authority personnel. 

Article 57: Cases of Imposed Tugs 

Chargeable tugs shall be imposed during Canal transit, at the tariff 
hire rate, in the following cases: 

(1) The Canal Authority may require any vessel to take a tug or tugs 
through the Canal, when in its judgement such action is necessary to 
ensure safety to the vessel or to the Canal. 

(2) Liquified inflammable gas carriers (LPG, LNG and similar) of over 
80,000 S.C.G.T. (Carriers which are gas free are to be treated as tankers 
in ballast (See Article 58)). 

(3) Any vessel without mechanical power, or the machinery of which 
is (or becomes) disabled, or steers badly, or which is liable to become 
unmanageable for any reason, shall be towed through the Canal. 

(4) Vessels having engine or steering gear trouble for the second 
time during the same passage. 

(5) Bad view vessels owing to deck cargo, containers, cranes or 
constructions impeding the view from the wheelhouse and wings. 

(6) (a) Vessels unable to use one or both of their bow anchors (ref 

. 23). 


(b) Vessels over 1,000 SCGT, built with one anchor. 
(c) Vessels over 1,000 SCGT, built with more than one anchor, one of 
them on the bow. 

(7) Drilling vessels. 

(8) Vessels with two engines on one propeller of which one is out of 
order for any reason and cannot maintain speed of 10 knots at least 
without current after sea trial to assure the speed and valid Sea 
Worthiness Certificate. 

ei Vessels with two engines on two propellers of which one is out 
of order. 

(10) On Master's request for one tug or more. 
Article 58: Escortin 

The escort of VLCCs, ULCCs, large bulk carriers and other vessels 
will be as follows: 

Notes: (a) Loaded heavy lift ships are to be escorted by one or more 
tugs according to decision of S.C.A. after survey. 
(b) Integrated units are escorted by one tug on their first transit. 

(1) Loaded vessels under 130,000 d.w.t. will be escorted by 1 tug if 
for technical reasons the Suez Canal Authority finds it necessary, or 
when the vessel's draft exceeds 47 ft. 

(2) Loaded vessels from 130,000 d.w.t. to 170,000 d.w.t. will be 
escorted by one tug. 

(3) Loaded vessels over 170,000 d.w.t. will be escorted by 2 tugs. 

(4) Vessels in ballast over 250,000 d.w.t. will be escorted by one tug. 

(5) LPG and LNG vessels up to 80,000 S.C.G.T. (except gas free) 
will be escorted by one tug (LPG, LNG vessels contain (tank on deck) 
completely separated from cargo tank with maximum tonnage of 
180 tons will be considered as gas free). 

(6) Vessels in ballast with beam over 218 ft. up to 225 ft. will be 
escorted by one tug. 

(7) Vessels in ballast with beam over 225 ft. will be escorted by two 
tugs. 

(8) Towed scrapped vessels in ballast 150,000 d.w.t. and over will 
be escorted by one tug. 

(9) Ships carrying on board heavy floating units of 300 S.C.G.T. (will 
be subject to additional dues of 125% and must be able to lighten 3 ft. 
(See Appendix)) and over will be escorted by one tug (Valid Lashing 
Certificate is required). 

The mentioned vessels have to prepare 2 polypropylene ropes 16 in. 
circumference (For vessels under 100,000 d.w.t., if their draft is over 
47 ft.) to join the stern to the tug during stopping operations. 

The ropes should be eye spliced to fit in the quick release hook on 
the tug and with adequate length to give distance between fore of the 
tug and stern of vessel at about 50 m. 
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On the vessels, these ropes will be made fast on stern bitts port an, 
starboard. The eyes will be hanging over the stern about 2 m. 
water and lashed with rope stoppers to break loose when nece: 

Responsibility in cases mentioned above: Either imposed or escony 
tug, the Master is responsible for any damage that may happen to 
Canal tugs, directly or indirectly during the voyage, whatever the Teason 
of the damage may be. 


CHAPTER IV: ACCIDENTS AND SAFETY 
PRECAUTIONS AGAINST FIRE AND POLLUTION 
Article 59: Accidents 

(1) Whenever a vessel underway is accidently stopped, she must ; 
other vessels are following, attract their attention by giving five or s 
short blasts on the whistle or siren. This signal is to be repeated at shy. 
intervals. It means “I am reducing speed and may have to stop an 
make fast”. 

Vessels stopped accidentally at night, must in addition, immediate) 
replace their white light astern with a red light. 

(2) In case of grounding, the Master must immediately hoist th: 
following: 

By Day 

Black Ball 
Pendant No. 2 
Black Ball; Pendant 2 Red Lights. 
No. 2; International 

Code Flag “N”. 

Send also a radio message stating whether a i required or not 
whether or not passage is clear for the tug and whether lightening 
necessary, etc. 

(3) When a vessel runs aground, the Canal Authority Officials ay 
alone empowered to order and direct all operations required to get the 
vessel afloat and if necessary, have her unloaded and towed 
Neverthless, Masters remain responsible for all damages or accidents 
of any kind which may be the direct or indirect consequence of the 
grounding. 

(4) All attempts on the part of other vessels to refloat a vessel agroun 
are strictly prohibited. 

(5) When a vessel grounds or stops in the Canal itself in consequence 
of an accident other than a collision, engine, auxiliary and steering gea 
troubles, the Canal Authority, in order to clear the way with all possible 
speed, and to get her underway, will assist with the necessary tugs tp 
refloat her, free of charge. 

(6) If, once afloat, and the Canal Officials find it necessary to towa 
escort the vessel by one tug or more, she must from that moment, pay 
towage charges as set down by Suez Canal Authority, moreover, its 
understood that the vessel bears all expenses necessary for repairs 
any damage or breakdown which might interfere with her getting 
underway, regardless of the time when such damage or breakdown 
takes place. 

(7) When a vessel grounds or stops outside the Canal itself or if the 
grounding or stoppage is due to a collision, all charges for getting the 
vessel afloat, towing, unloading, etc., are payable by the vessel an 
must be settled as per statement drawn up by the Canal Authority befor 
the vessel leaves Port Said or Port of Suez. 

(8) Whenever a collision appears probable, vessels must not hesitate 
to run aground should this be necessary to avoid it. 

(9) When a vessel or floating structure of any description runs agroun 
or strands or sinks or is left abandoned, either in the Canal itself orn 
one of its ports, Waiting or Anchorage Areas, and the Canal Authority 
deems it an obstruction or a menace to navigation in Canal Waters, the 
Authority has the right to take of its own accord such action as may & 
necessary for the purpose of removing or destroying the vessel « 
floating structure by whatever means the Canal Authority may sele? 
and at the risk and expense of the Owner of, or the person responsibit 
for the vessel or the floating structure. The Suez Canal Authority has- 
in this case — the right to sell the vessel or the floating structure or tte 
wreck salvaged or all of them together in public auctions with a view © 
covering all kinds of expenses. 


By Night 
Passage clear for tugs Red Light 


Passage not clear for tugs 


Article 60: Leaks 

(1) In the case of leaks, when in harbour the Master must inform the 
Harbour Office at once. 

(2) When in Canal or anchored in lakes, he must inform immediate! 
the Movement Office. He must at the same time make the approprialé 
International Signal and call attention by sounding a prolonged blast 0° 
the whistle or siren; and take all necessary measures to stop the leakagt 
and ensure the safety of the vessel and environment. 

(3) The Suez Canal Authority Officials whose decision shall be fing. 
may order any action deemed necessary in the best interest of @ 
concerned: change of berth or mooring, beaching, taking the vessel 
to sea. 

(4) The Master, the Owners and/or operators of the vessel § 
nevertheless responsible for all damages or accidents arising directly ® 
indirectly from the salvage operations. 

(5) The Master, the Owner and/or operators of vessel shall be liable 
to indemnify any damage that may occur from pollution directly % 
indirectly to the environment and shall pay all compensations. 


Article 61: Fire Fighting 

(1) Vessels transiting the Canal should be equipped with the ft 
fighting equipment in accordance with the requirements of te 
International Convention for the Safety of Life at Sea. All equipme* 
should be in a good and efficient condition. 

(2) Fire hoses with suitable nozzles attached shall be connected® 
the outlets of fire lines at all times while in Canal Waters. S 
hoses shall be connected to reach all parts of the vessel. 

(3) Approaching Canal Waters, as precautionary measures, a 
vessels must have a fire wire hanging over the side ready for use [0 
and aft, before entering Canal Waters. 


62: Fire Onboard 
(1) In case of fire onboard, when in harbour the Master must inform 
the Harbour Office at once. 

(2) When underway or in the Canal or anchored in Lakes or made 
fast in Canal, he must inform the Movement Office. : : 

He must at the same time make the appropriate International Signal 
and call attention by sounding a prolonged blast on the whistle or siren. 
Also, he must make ready to get underway if required to do so. 

(3) Neighbouring vessels must in such cases also be ready to change 


a) Masters are responsible for the use onboard their vessels of fire 
fighting appliances and installations and for the stability and safety of 


ae Suez Canal Officials will co-operate with the Master for the 
e of directing the fire fighting operations. 

The vessel's crew shall co-operate with the Suez Canal Authority 

nel. 

(6) If in the opinion of the Canal Authority Officials, whose decision 
shall be final — there is a risk of fire spreading, they may order any action 
deemed necessary in the best interest o' all concerned (change of 
mooring, beaching, taking vessel out to sea); it is understood that 
Masters are nevertheless responsible for all damage or accidents arising 
directly or indirectly from outbreaks of fire or salvage operations. 


Article 63: Fuelling 4 : A 
(1) A vessel at fuel berth or while being supplied by fuel in Waiting 
Areas shall at all times be ready for immediate fire fighting. She shall 
keep up steam and be ready to move on short notice. 
(2) The Master, the owners and/or operators of the vessel shall be 
liable to indemnify any damage that may occur from pollution during 


fuelling operations. 


Article 64: Pollution 

(A) Discharge of Substances Polluting Water 

Vessels must not discharge or throw into the Canal Waters any 
polluted water ballast, heavy slops, engine or fire room polluted bilge 
water, oil or any other substances that will cause pollution. 

In case of violation, the vessel shall be charged an additional due of 
U.S.$ 20,000, shall be liable for any damage resulting from the pollution 
and shali pay all expenses incurred for its removal, and she may be 
prevented from transiting the Canal. 

In case of leakage of any polluting material from a vessel, due to any 
reason, the Master, the Owners and/or operators of the vessel shall be 
liable to indemnify any damage that may occur from the pollution directly 
or indirectly to the environment, and shall pay all expenses incurred for 
its removal and all compensations. Moreover, she shall pay for al! claims 
regarding cleaning cost and all environmental economic losses caused 
by the pollution. 


(B) Throwing Wastes 

Throwing Wastes is Strictly Forbidden 

In case of violation, the vessel will be charged an additional due of 
U.S.$ 5,000, and shall pay all expenses incurred for its removal. 

lf a vessel is anchored in Canal Waters for a considerable length of 
time, = may get rid of the waste by requesting a garbage lighter 
alongside. 


(C) Oll Pollution Notification 

Whenever a vessel observes an oil slick in Canal Waters, she must 
at once inform the Suez Canal Authority with the following information 
if possible. 

(1) The place and area covered by slick. 

(2) The direction of movement of the slick. 

(3) The approximate oil thickness, if possible. 

(4) If known, the name of vessel causing the slick. 


CHAPTER V: Prohibitions and Charges 
General 


When a vessel is in Canal Waters, either in anchorage areas or ports 
or during transit, the following is prohibited: 
Article 65: Use of Anchors, Thrusters and Gyropilot 
(1) Masters must avoid anchoring and using the thrusters in the 
Canal, except in case of absolute necessity. 
sw The use of Gyropilot (automatic steering) in the Canal is absolutely 
len. 


(3) Vessel unable to use both anchors is prohibited to transit Canal 

oni) power. She may transit as a towed unit after survey (See 
ix"). 

Article 66: Misuse of Whistle or Siren 

The sounding of a whistle or siren is prohibited except for giving any 
authorised or required signal, as mentioned in Part Ill, Article 93. 
Article 67: Firing Shots 

(1) Firing shots is not allowed. 

(2) An additional due of 200 L.E. (two hundred Egyptian pounds) will 
be imposed for violation of this rule. 
Article 68: Picking up Object from Water 
: (1) Whenever any object or merchandise whatsoever falls overboard, 

Must be immediately reported to the Canal Authority. If it is considered 
hors the picking up cannot be effected by the vessel without impeding 

ansit, the Canal Authority will proceed to carry it out, at the expense 
of the vessel. 

(2) An additional due of 200 L.E. (two hundred Egyptian pounds) will 
Arto et for violation of this rule. 

cle 69: Riveting, Welding etc. 

F (1) Riveting, welding, burning, metal cutting or similar operations 
Couming the use of heat, are not allowed unless authorised by the Suez 
anal Authority. 

(2) An additional due of 500 L.E. (five hundred Egyptian pounds) will 

'mposed for violation of this rule. 
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Article 70: Pollution 

(1) See Article 64. 

(2) In case of violation, the vessel shall be charged an additional sum 
of U.S.$ 20,000, for discharge of substances polluting water. Besides, 
the vessel may be prevented from transiting the Canal any more. 

(3) An additional due of U.S.$ 5,000 will be imposed for throwing 
waste. 

Article 71: Direct Lights 

Under no circumstances shall the rays of any blinding lights be 
directed to the bridge or any other direction which would interfere with 
the safe navigation of other vessels. 

Article 72: Embarking and Disembarking of Persons 

(1) Unless authorised by the Canal Authority or Port Officials, no 
person shall embark or disembark from a vessel while passing through 
the Canal or in Ballah, Timsah Lake or the Bitter Lakes. 

(2) An additional due of 200 L.E. (two hundred Egyptian pounds) will 
be imposed for violation of this rule. 

Article 73: Boats, other than the Canal Authority’s own 
Not allowed to come alongside vessels underway or manoeuvring 
except the following at their own risk. 

(1) Quarantine and police boats. 

(2) Mooring boats. 

(3) The ship's Agent's boats. 

Article 74: Vessel Overtaking Another 

(1) Vessels proceeding in the same direction are not allowed to 
overtake one another while underway in the Canal Waters and ports 
unless authorised by the Suez Canal Control Office. 

(2) An additional due of 500 L.E. (five hundred Egyptian pounds) will 
be imposed for violation of this rule. 

Article 75: Boat Drills 

(1) No boat drills are allowed except after authorisation. 

(2) An additional due of 200 L.E. (two hundred Egyptian pounds) will 
be imposed for violation of this rule. 

Article 76: Venting 
(Tank openings to be closed through the whole transit). 

(1) rspees | of toxic and explosive gases is prohibited in Canal Waters. 
; (2) a additional due of U.S.$ 20,000 will be imposed for violation of 
this rule. 

Article 77: Long Stay 

Unless due to conditions of traffic or incidents in the Canal, transiting 
vessels should not remain more than 24 hours in Port Said berths, 
eeaoee in Port Said and Port of Suez roads, Timsah Lake or Bitter 
Lakes. 
price 78: Vessels Having Damaged Container With Dangerous 

argo 

If upon arrival of a vessel in waiting areas or port or while transiting 
the Canal, it is found that a container of dangerous cargo has been 
damaged or is leaking, the Master of the vessel has to notify the Suez 
Canal Port Authority at once. In cases of dangerous situations, the 
vessel may be ordered to leave the port or waiting area for sea. 
Article 79: Declaration of State of Navigability 

The Master shall hand in duly filled and signed, the declaration of 
State of Navigability. The form will be handed to him by the pilot on his 


arrival on board. 
DECLARATION FORM 

|, the undersigned, Master of the............. 0.2 c cece eee eee 

(1) Certify that my ship satisfies the conditions laid down in Part |, 
Articles 18 and 45 of the Navigation Regulations and that, in particular, 
the engines and the steering gear are in good working order. 

(2) Declare that my ship has, at the present time, the following defects 
in engines or steering gear......... 

(3) | declare, also, that the wireless installations of my ship permit to 
transmit on the frequencies hereafter, in kHz: 

Telegraphy............... kHz. Telephony............-+. kHz. 

(4) | state also that my ship is/is not fitted with a rudder angle indicator 
and engine r.p.m. indicator on the bridge in such a position that the Pilot 
may read both without having to move away from his station and that 
the rudder angle indicator/engine r.p.m. indicator is/are in good working 
condition. 

| undertake to bring to the notice of the Suez Canal Authority, before 
my ship enters the Canal, any defects, not specified above, which may 
appear. 


Made at Ports:..:..65...cccc08. piliexss. Aes eek 
SINAN 2 .6<iccessapsceceeesess 
APPENDIX: 
SPECIAL CASES 
Transit of: 
A. Drilling Rigs. 


B. Heavy Lift Ships carrying Drillers or large units. 
C. Vessels carrying Floating Units. 

D. Navy Ships. 

E. Integrated Units. 

F. Towed Units. 

G. Southbound Vessels with draft over 42 ft. 

H. Special Requests. 


A. Drilling Rigs “They consist of’: 
(1) Drilling vessels: To be convoyed by a Suez Canal tug. 
(2) Drilling rigs: 
(a) Self-steering or non self-steering. 
(b) Legs that can be lifted: No extensions under the rig's keel. 
To be assisted by Suez Canal tugs: 
One aft and another — or more — as escort. In addition, a 
powerful tug forward to maintain a minimum speed of 12 km./ 
hr.over the ground. The rigs must be in stable condition. 
(c) pees that cannot be lifted and a part remains under the rig’s 
eel: 
Each case is to be studied separately to decide whether or not 
the unit is allowed to transit the Canal. 


609 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englan 


B. Heavy Lift Ships carrying Drillers are submitted to the following 
conditions: 

(1) Be able if needed, to reduce, easily and safely, the draft by 1.0 m. 
(3 ft. 03 in.) by way of discharging clean ballast water. 

(2) Be escorted by one or more tugs according to the decision of the 
Suez Canal Representatives, after survey on arrival (6,000 SDR. per 
tug). 

(3) The following additional dues are levied to cover special 
precautionary measures for the safety of navigation and vessels: 

(a) 125% of the transit dues and in addition. 
(b) 2% of the transit dues, for each foot, or fraction of a foot in 
excess of the maximum breadth prescribed by Article 26. 


C. Vessels carrying Floating Units: 

(1) Vessels carrying onboard floating units must introduce the 
following documents of their floating units: 

(a) S.C.T. Certificate and calculation sheets. 
(b) Recommended plans. 

(2) In case of absence of the prementioned documents in Para. (1), 
the gross tonnage will be calculated according to Linear dimensions, 
length, beam and depth. 

(3) Vessels carrying onboard floating units of 300 tons or more 
S.C.G.T. to be escorted by one or more tugs, are subject to the following 
additional dues: 

(a) 125% of transit dues. 
(b) 2% of transit dues for each foot or fraction of a foot in excess 
of the maximum breadth authorised by Article 26. 


D. Navy Ships: 
Navy and auxiliary ships belonging to different countries, an addition 
of 25% of transit dues is to be added owing to special arrangements. 


E. Integrated Units: 

Integrated units may transit Suez Canal and berth in its harbours on 
the following conditions: 

(1) A valid Seaworthiness Certificate issued by one of the I.A.C.S. 
recognised by the Suez Canal Authority. 

(2) Additional dues of 25% of the transit dues will be charged. 

(3) Vessels to be escorted by a Suez Canal tug, on the first transit 
(experimental) against 6,000 SDR. 

(4) If unable to maintain convoy's speed, additional dues for slow 
speed vessels are applied. 

(5) If the integrated tug is disconnected and the unit towed by normal 
tugs, this unit will be considered as towed vessel and dues for towed 
vessels will be applied. 

(6) /n Harbours: Berthing, loading and discharging operations are 
possible, after getting Harbour Authority authorisation. 


F. Towed Units: 

(1) All enquiries concerning the possibility and/or approval of transit 
of towed units, drilling rigs, dredgers, etc., are to be submitted by the 
owners of the units or their officially recognised representatives in Egypt 
or one of the Suez Shipping Agency Companies accompanied by a 
General Arrangement Plan and all particulars of the unit: Name, LOA, 
beam, draft, height, self-steering, etc. The application must reach Suez 
Canal Authority (Directorate of Transit, Ismailia, Egypt) not less than 
2 weeks before the sailing of the unit from its base. 

(2) Towed units are not allowed to transit the Suez Canal, unless they 
are towed by a tug suitable to the size of the unit, and powerful enough 
to maintain a speed in the Canal not less than 12 km./hr. over the ground, 
in addition to the assisting Suez Canal tugs, whenever found necessary 
by Suez Canal Officials. 

(3) Any towed unit must be supplied with floating mooring ropes in 
good condition, and suitable in number (more than six) and size 
according to the dimensions of the unit. 

(4) A responsible person and a crew of at least 10 persons must be 
on board the unit during the transit. 

(5) A valid Seaworthiness Certificate for the towage through the Suez 
Canal must be available. 

(6) The unit must comply with the Suez Canal Regulations. 

(7) A survey of the unit shall be made on the arrival, in order to take 
the definite steps, and make the final arrangements for the transit, if it 
complies with the Suez Canal Authority Rules. 

(8) The transit is subject to the circumstances of the Navigation in 
the Canal, and the weather conditions. 


G. Southbound Vessels with draft over 42 ft.: 

(1) Any tanker or vessel may transit the Canal Southbound at a dre 
over 42 ft. and subject to draft table included in these Rules. 

(2) The Suez Canal Authority is to be informed about ETA as ez, 
as possible. ; 

(3) Owing to special traffic arrangements and precautions taken 
the Suez Canal Authority, a surcharge of 0.5% (half percent) of trang: 
dues will be applied per inch or fraction of inch over the 
authorised draft from North according to draft table mentioneg , 
Para. (1), with a minimum additional dues of 10%. : 
H. Special Requests: 

Owing to the request of owners for the transit of vessels with bea 
over 218 ft., the Suez Canal Authority undertook careful studies » 
comply with the said request. 

In this connection above mentioned, vessels may transit the Cans 
under the following conditions: 

(1) A pre-approval to be obtained in good time prior to transit. 

(2) Transit to be effectuated in good weather (wind not exceedix 
10 knots). 1 

(3) Cancelled (1.5.94). 

een escorting tug against 6,000 SDR. for vessels with beam » 
to 5 

(5) Two escorting tugs against 6,000 SDR. per tug for vessels we 
beam over 225 ft. 

PART Il - CANAL AND LAKES 
CHAPTER VI: CANAL AND LAKES 
Article 80: Canal and Approaches 
(A) Length of the Navigable Channel 

(1) East Approach Channel (Port Said). 

(a) Distance from outer pair of buoys (East Branch) at Hm. 195 
Hm. 94.90 where it joins the West Approach Channel is 10.010 km, 

(b) Distance from Hm. 94.90 to the pair of revolving lights at Km 
3.000 E is 12.490 km. 

(2) West Approach Channel (Port Said). 

(a) Distance from Fairway Buoy to Port Said Lighthouse 
11.040 km. (bearing 017°). 

(b) Distance from Port Said Lighthouse (Km. 0.000) or (Km. 3 Eag 
Branch) to Ismailia is 78.5 km. 

(c) Distance from Ismailia to Port Tewfik (Km. 
83.750 km. 

(d) Distance from Port Tewfik (Km. 162.250) (HM.000) to the oute 
pair of buoys Hm. 80.50 is 8.500 km. 

(e) Total length of the navigable channel is 192.80 km. 


(B) Characteristics of the Navigable Channel (Canal an¢ 
Approaches). 
(1) North Approaches 
: (a) Port Said East Approach Channel from Hm. 195 to Km. 1.000 
ast. 


162.250) 


(i) Depth of water 20.00 m. 

(ii) Channel width measured at 20 m. depth: 
HM. 195 745 m. HM. 1.000 E 
HM. 80.00E 400m. 

(iii) Side Slopes 

Natural land side slopes, ranging from 5/1 near shore to abou 

20/1 in the off-shore part. 

(b) Port Said West Approach Channel from Hm. 95.00 to Port Sat 

(i) Depth of water 15.50 m. 

(ii) Channel width measured at 15.50 m. depth: 
HM. 80.00 520 m. HM. 25.00 

(2) Canal Cross Sections (See Plan) 

(a) The Canal cross sections are trapezoidal in shape, having sid 
slopes of 4/1 in the Northern part up to Km. 61.00 and of 3/1 in tk 
Southern part. 

Toussoum Zone is the only place where the Western slopes are 2.51 

(b) Tables of main dimensions of cross sections all through th 
Canal (See below). 

(c) Both sides of the Canal are provided with mooring bollards. 

(3) South Approach from Hm. 0.00 (Km. 162.250) to Hm. 80.50 

(a) Depth of water 23.50 m. ; 

(b) Channel width measured at 18 m. depth, Hm. 0.000 to Hm. 80.4 
is 298.00 m. 

(c) Side slopes 3/1. 


130 m. 


230 m. 


(C) Depth and Width of Different Parts of the Canal: 
(1) Main Canal and Bitter Lake West Channel: 


Width of Width of Canal 
Kilometric Designation of Different Theoretical Canal at at 14m. Depth for 
Position Parts of the Canal Depth 18 m. Depth West Branches Remarks 
Origin point of Km. Axis of Port Said Lighthouse (m.) (m.) (m.) 
From Km. To Km. 

0.000 1.450 Ismail Basin 15.50 

1.450 3.650 Basins for Coal and Fuel oil vessels 15.50 

3.729 4.890 Junction (1) 15.50 

4.890 6.000 Junction (2) 15.50 Variable 

6.000 16.500 Straight line 15.50 201 
16.500 17.000 Junction 15.50 — 19.50 201 
17.000 19.000 Southern entrance to Port Said By-pass 19.50 Variable 
19.000 30.430 Straight line 19.50 169 
30.430 32.350 Northern Approach to encoche (cut) 19.50 169 — 246 
32.350 32.950 East encoche of Km.32 (siding of Km.32) 19.50 246 
32.950 35.110 Southern approach to encoche (siding) 19.50 154 
35.100 49.512 Straight line 19.50 154 
49.512 51.477 Northern approach to Ballah Loop 19.50 Variable 
51.477 51.800 Straight line (siding of Km. 51.500) 18.50 146 ) West Branc 
51.800 52.054 Straight line 15.50 146 } Ballah 
52.054 53.298 Curve of Km. 53 15.50 Variable | Loop 
53.298 54.098 Approach to curve 15.50 160.64 — 146 
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Designation of Different 
Parts of the Canal 
Axis of Port Said Lighthouse 


Straight line 
Approach to curve of Km. 57 
Curve of Km. 57 
Approach to curve 
Straight line 
Straight line (siding of Km. 60.000) 
Curve of Km. 61 
Curve of Km. 61 
Approach to curve 
Straight line 
Approach to curve 
“S" Curves 
Straight line 
Curve (Centre on West Bank) 
Junction 
Junction 
Curve of Lake Timsah 
Centre on East Bank) 
Straight line (siding of Km. 80.000) 
Junction 
Straight line 
Curve of Km. 85 
Approach to curve 
Straight line 
Junction to Syphons Zone 
Syphons Zone 
Junction to Deversoir By-Pass 
Junction to West Branch 
(siding of Km. 95.000) 
Straight line 
Junction 
Straight line 


Junction 


West Channel 
Junction 

Straight line 
Curve of Km. 122 
Straight line 
Curve of Km. 130 
Approach to curve 
Straight line 


Encoche of Km. 146 (siding of Km.146) 


Straight line 

Approach to curve 

Curve of Km. 154 

Straight line 

Curve of Km. 157 

Straight line 

Southern approach of the Canal 


(2) Canal East Branches and Bitter Lake East Channel 


Kilometric 
Position 
Origin point of Km. 

From Km To Km. 
54.098 56.397 
56.397 56.871 
56.871 58.797 
58.797 59.269 
59.269 59.900 
59.900 60.308 
60.308 60.333 
60.333 63.419 
63.419 64.514 
64.514 71.164 
71.164 71.964 
71.964 75.311 
75.311 76.033 
76.033 77.370 
77.370 77.672 
77.672 77.912 
77.912 79.800 
79.800 81.000 
81.000 82.000 
82.000 85.027 
85.027 87.414 
87.414 88.814 
88.814 92.950 
92.950 93.050 
93.050 93.446 
93.446 95.000 
95.000 95.250 
95.250 100.200 

100.200 101.050 

101.050 103.759 

103.957 W. 

103.759 104,160 E. | 

104.160 114.200 

114.200 115.603 

115.603 122.100 

122.100 125.507 

125.507 129.499 

129.499 131.975 

131.975 133.175 

133.175 144.714 

144.714 147.164 

147.164 153.524 

153.524 154.724 

154.724 155.724 

155.724 156.274 

156.274 159.998 

159.998 161.050 

161.050 162.250 

Kilometric 
Position 

Origin point of Km. 
From Km. To Km. 

1.500 E. 15.465 E. 
51.449 E. 51.785 E. 
51.785 E. 59.943 E. 
76.032 76.519 
76.519 78.900 E. 
78.900 E. 80.949 E. 
80.949 E. 81.692 E. 
95.000 95.250 
95.250 96.000 
96.000 E. 100.666 E. 
100.666 E. 102.600 E. 
102.600 105.030 
105.030 112.860 
112.860 E. 114.200 
114.200 114.957 
114.957 E. 115.320 E. 
115.320 E. 121.937 E. 
121.937 E. 122.100 E. 


(0) Bends in the Canal 
he bends in the navigable channel have the following characteristics: 
(1) Radius of navigation line = 5,000 m. 
(2) Width of channel at —11.00 m., depth = 225 m. — 242 m. 
(3) Width of channel at — 18.00 m. depth, North of Km. 61.000 (side 
slopes 4/1) = 184 m. 
(4) Width of channel at — 18.00 m. depth, South of Km. 61.000 (side 


slopes 3/1) 


Designation of Different 
Parts of the Canal 
Axis of Port Said Lighthouse 


Straight line 

Curve of Km. 51 East 
Straight line 

Straight line 

Curve of Timsah 
Encoche of Km. 80 
Curve of Timsah 
Junction to East Branch 
Junction to East Branch 
Straight line 

Straight line 

Curve 

Main Channel 

Junction 

Junction with Kabrit — Loop 


Junction 


Straight line 
Beginning of Km. 122 curve 


= 183 m. — 198 m. 


(5) At the ends of two bends, there is usually a funnel made to 
allow increasing the width of the straight part to the width of the 


Curves (at 11.00 m. depth). 


(6) Locations of beginning and end of each bend are included in 

N the following table: 
ote: At the approaches of the by-passes, bends are made with radius 
More than 5,000 m. 
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Width of Width of Canal 
Theoretical Canal at at 14m. Depth for 
Depth 18m. Depth West Branches Remarks 
(m.) (m.) (m.) 
15.50 146 
15.50 Variable West 
15.50 Variable Branch 
15.50 157.82 — 146 Ballah 
15.50 146 Loop 
18.50 146 
18.50 146 — 146.10 
18.50-—19.50 Variable 
19.50 193.96 — 168 
19.50 168 
19.50 168 — 188 
19.50 188 
19.50 188 
15.50 102 — 173 West 
15.50 173 — 226 Branch 
15.50 226 — 259 Timsah 
Lake 
13.50 259 
19.00 118 
19.50 Variable 
19.50 188 
19.50 188 
19.50 188 — 153 
19.50 153 
19.50 153 — 198 
19.50 198 
19.50 Variable 
17.25 188 — 177 Deversoir 
15.00 177 West Branch 
14.50 177 — 411.43 
14.50 411.43 pe 
Lake 
14.50 411.43 — 232 West 
14.50 232 Channel 
14.50 400 — 152 } Kabrit-Loop 
15.50 152 West Branch 
19.50 Variable 
19.50 148 
19.50 148 
19.50 148 — 118 
19.50 118 
19.50 210 — 138 
19.50 118 
19.50 118 — 148 
19.50 148 
19.50 148 
19.50 148 
19.50 148 
19.50 148 — 309 
Width of 
Theoretical Canal at 
Depth 18m. Depth Remarks 
(m.) (m.) 
19.50 154 Port Said By-Pass 
19.50 154 } East Branch 
19.50 154 Ballah — Loop 
19.50 188 
19.50 188 Timsah 
19.50 Variable By-Pass 
19.50 188 
19.50 243.55 — 210.99 
19.50 210.99 — 148 Deversoir 
19.50 148 East Branch 
19.00 148 
18.50 Variable 
18.50 364 Bitter Lakes 
18.50 Variable East Channel 
19.00 4 Variable 
om approx. 
19.50 250 — 158 Kabrit — Loop 
19.50 158 East Branch 
19.50 168 
Canal Kilometric indication Kilometric indication 
Bends of beginning point of end point 
Km. 51 Km. 49.510 Km. 51.480 West 
Km. 51.790 East 
Km. 53 Km. 52.050 Km. 53.520 West 
Km. 57 Km. 56.870 Km. 58.800 West 
Km. 61 Km. 60.310 W } Km. 63.300 
Km. 59.940 E 
“S" Curves Km. 71.960 Km. 75.300 
Timsah Curve Km. 76.520 Km. 81.700 East 
Km. 85 Km. 85.030 Km. 87.400 
Km. 103 Km. 102.600 Km. 105.030 West 
Km. 122 Km. 121.940 E } Km. 125.510 
Km. 122.500 W. 
Km. 130 Km. 129.500 Km. 131.980 
Km. 146 Km. 145.500 Km. 146.330 
Km. 154 Km. 154.700 Km. 155.720 
Km. 157 Km. 156.280 Km. 160.000 
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(E) By-Passes and Loops 

(1) Port Said By-Pass (See “Plan”). 

A new by-pass is dredged East of Port Fouad starting at Km. 17.000 
and extending straight to join the existing Port Said Roadstead at 
Hm. 94.90 and continuing until Hm. 195. This channel (By-Pass) will be 
used for the exit of Northbound ships, the entry of VLCCs in ballast, 
4th Generation Container Ships and 3rd Generation Container Ships, 
LASH ships over 35,000 S.C.G.T., LPG, LNG tankers, and vessels with 
draft over 38 ft. coming from North. 

Characteristics and dimensions: The kilometric marks are followed by 
letter “E” to distinguish them from those of the West branch. The inland 
part (from Km. 1.500 E. to Km. 15.465 E.) width (at 18m. depth) is 
154 m. with side slopes 4/1 and theoretical depth 19.5 m., fitted with 
bollards on the Western side, spaced every 100 m. 

The seaward part (from Km. 1.000 E. to Hm. 94.90 E.) with width (at 
—20m. depth) ranging from 130m. at Km. 1.000 E. to 400m. at 
Hm. 80.00 E. with natural side slopes (average 5/1 — 10/1). 

Two revolving lights, one on each bank to indicate the entrance of 
Canal from East Approach Channel at Km. 2.738 E. 

(2) Ballah Loop (See “Plan”). 

Between Km. 51 and 61 the Canal is doubled in the East, by a branch. 
The zone comprising the 2 branches of the Canal limited by the North 
and South ends where the 2 branches meet, is called “Ballah Loop”. 

In the East Branch the kilometric marks are followed by letter “E”’. 
The length of the East Branch is 8.490 km. 


West East 

Branch Branch 
Kilometric marking of North end 51.477 51.449 E. 
Kilometric marking of South end 60.333 59.943 E. 


Slope of bank 4/1. In the West branch 15 mooring posts are situated 
on the Eastern bank and numbered South to North. 

(3) Timsah By-Pass (See “Plan’). 

Between Km. 76.580 and Km. 81.700 E. 

Characteristics and dimensions: 

The kilometric marks are followed by letter “E”. Length: 5.110 km. 
counted at right angle from Km. 76.578 to Km. 81.700. Width: 188 m. 
at a depth of 18 m. Slope: The side slope is 3/1. The radius of its axis 
is 4905 m. The by-pass will be used by North and Southbound vessels. 

(4) Deversoir By-Pass (See “Plan”). 

A new branch is dredged East of the existing channel at Deversoir 
zone. This branch begins at Km. 95.000 and joins the main East Channel 
in the Great Bitter Lake at Km. 104.160. The branch will be used by 
Northbound vessels. 

Dimensions: 

Width: 148 m. at 18 m. depth. Depths: 19.500 m. from Km. 95.000 to 
Km. 100.670; 19.900 m. from Km. 100.670 to Km. 102.600; 18.500 m. 
from Km. 102.600 to Km. 104.160. Side slope: 3/1. 

(5) Kabrit By-Pass (See “Plan”). 

The By-Pass is situated to the East of the main Canal. It begins at 
Km. 114.957 and ends at Km. 122.100. It is 250 m. — 118 m. wide ata 
depth of 18 m., the bank slope is 3/1. The By-Pass is separated from 
the main Canal by a submerged island at a depth between 2 m. and 
6 m. The width of the island varies between 200 m. in the North and 
66 m. in the South. Some mooring bollards have been installed on the 
submerged island to be used in case of emergency. The two extremities 
of the submerged island are marked at Km. 115.025 and 122.150 by a 
light buoy painted horizontally white and red and showing a flashing 
white light. The by-pass (East Channel) is to be used by Northbound 
vessels. Southbound vessels use the West Channel. 

Article 81: Lakes 
(A) Lake Timsah (See “Plan’”). 

Lake Timsah extends from Km. 76.500 to Km. 80.520. In the presence 
of the new Timsah By-Pass, Lake Timsah will be used mainly as an 
anchorage area. 

(B) Great Bitter Lake (See “Plan”). 

There are 2 dredged channels in the Great Bitter Lake. The East is 
the main channel about 364 m. wide at 18.00 m. depth and dredged to 
18.50 m. for Northbound vessels. The West Channel 232 m. wide at 
14.00 m. and dredged to 14.50 m. depth for Southbound vessels. 

These channels divide the Great Bitter Lake into two anchorage areas, 
one to the East for Northbound convoy, and the other to the West for 
Southbound convoy. 

Each convoy is to keep strictly to its assigned channel. 

Article 82: Floating Bridges 

The fixed parts of floating bridges are outside the line of navigational 

buoys. The bridges may be rigged day or night. 


CHAPTER Vil: BUOYAGE SYSTEM IN THE CANAL 
Article 83: Buoyage 

The navigable channel is marked by pairs of light buoys. On the East 
side Black buoys showing Green lights. On the West side Red buoys 
showing Red lights. 

In the straight parts, the distance between each pair is 1.5 km. in the 
North Section, and 1.0 km. in the South Section. In the curves the 
distances will be less than 1.0 km. All buoys in the Canal and its 
approaches are fitted with radar reflector. 

Article 84: Location of Buoys In the Suez Canal. See “Plan”. 


CHAPTER Vill: NATURAL CONDITIONS 
Article 85: Tides and Currents in Suez Canal 
The Suez Canal is divided in three main sectors according to the 
nature of tide in each. 
The characteristics of each can be summarised as follows: 
(A) The Northern Sector 
This part is located between Port Said and the Great Bitter Lake. 
(1) The height of tide at Port Said co-oscillates with the tides of the 
Mediterranean sea with 0.50 m. extreme tidal range (difference between 
highest and lowest levels) at Spring tides. This tidal range decreases 
a going South, to be about 0.20 m. at the entrance of Lake 
imsah. 
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(2) In this sector, the peak tidal current may reach 1.0 knot (in Case 
of no wind). 

(3) Currents can be doubled by strong prevailing winds. 

(4) Peak currents occur about 50 minutes after predicted HW ay 
LW at Port Said. 

(5) The duration and velocity of currents in this sector are Qreaty 
affected by the relative mean sea levels between the Mediterranes, 
sea, the Bitter Lakes and the Red Sea as follows: 

(a) In Summer: Between July and October, the mean sea level » 
Port Said is slightly higher than that of the Bitter Lakes. This differen, 
(which reaches its maximum about 0.20 m. in September), due to th, 
(tee evaporation at the Bitter Lakes, causes the predominance of tty 

uthward current in duration and velocity. 

(b) In Winter: Between December and May, the mean sea level 
the Bitter Lakes is slightly higher than that of Port Said. This differen 
which reaches its maximum of about 0.30 m. in January, Causes th: 
predominance of the Northward current in duration and velocity. 
(B) The Lakes (Timsah and Bitter Lakes) 

(1) The Lakes along the Canal have an important role in dampening 
the effects of sudden meteorological changes. 

(2) The Bitter Lakes with a surface of about 250 sq.km. reduce the 
ee ns of the tide to a minimum between Km. 100 ay 

m. 130. 

(3) The high Spring tidal range (MHWS) in the Great Bitter Lake ma, 
reach 0.25 m. : 

(4) The phase of the vertical tide in the Great Bitter Lake is aboy 
3 hours later than that of Port Tewfik. 

(5) The vertical tide in Lake Timsah is almost in phase with the tid 
in the Great Bitter Lake. 

(C) The Southern Region 

This part is located between Port of Suez and the Bitter Lakes. 

(1) The height of tide at Suez co-oscillates with the tides of the Re 
Sea with extreme tidal range of about 1.90 m. at Spring tides. This rang: 
decreases gradually going North till the Bitter Lakes entrance where; 
is 0.15 m. at Genefa. 

(2) The tidal volume of the Bitter Lakes is very large compared to thy 
tidal volume of the Southern section. Consequently the currents ar 
relatively strong and almost uniform between Port Tewfik and Genefa 

(3) In this region the Northward current is called Flood and th 
Southward current is called Ebb. 

(4) Peak currents about 50 minutes after predicted HW and LW 2 
Port Tewtik. 

(5) At the entrance of the Canal, Km. 159, the Flood tide starts at a 
average of 3 hours after the LW at Suez. The Ebb tide 3 hours afte 
HW in Suez. 

(6) Generally in Summer, the duration of the Ebb exceeds th 
average of 6 hours. In Winter, the Flood is the predominant. The Eb) 
is proronger by te Northerly Winds”. The Flood is prolonged by 
“Strong Southerly Winds”. 

(7) In this region the average peak current is about 1.5 knots. |r 
Spring tides, current may reach 2.5 knots. 

(8) The change of current occurs 5 to 10 minutes later on the bottor 
of the Canal, than on its surface. 

(C) Current Buoys 

In the Canal, there are current buoys indicating the direction of the 
current: 

Head Current: Red and white horizontal bands or 1 reflector at night. 
Stern Current: Black and white vertical stripes or 2 reflectors at night 
These buoys are laid in the following positions: 


Port Fouad Km. 2.750 East 
Ras El Ech (E) Km. 12.800 East 
Ras El Ech (W) Km. 14.304 East 
Tineh Km. 24.775 East 
Cap Km. 35.420 East 
Kantara Km. 45.130 East 
Ballah (E & W) Km. 54.770 East 
Ferdan Km. 64.894 East 
Ismailia (E) Km. 78.200 East 
Toussom Km. 86.780 East 
Deversoir (E & W) Km. 97.845 East 
Kabrit (E & W) Km. 120.827 East 
Genefa Km. 133.950 East 
Chaloufa Km. 146.125 East 
Port Tewfik Km. 160.300 East 


Article 86: Weather Forecast 
Six meteorological stations are installed on the Canal are 
Information about local weather will be passed to vessels through Pilo’s 


PART Ill - COMMUNICATIONS — SIGNALS. 


Notice: Issued by Transit Department of Suez Canal Authority, dalé 
9th March 1994 (Not part of “Rules of Navigation’). 

The Suez Canal Authority (SCA) announces the inauguration 0! 
modern system of international communications complying with 
requirements of the Global Maritime Distress and Safety Sysié 
(GMDSS) through the SCA's Inmarsat station as from 1st March 1934 

The station provides modern communications facilities for vessels & 
coast stations all over the world through satellites. 

It offers the following features: 

1. International Voice Communication. 
2. International Telex Communication. 
3. International Fax Communication. 
The station's identification numbers are as follows: 


1. Voice Communication 871-1622570 
2. Telex Communication 581-1622570 
3. Fax Communication 871-1622574 
4. Answerback SUEZ 


PTER IX: RADIO COMMUNICATIONS 
Article 87: Wireless and Radio Telephony 
(1) Vessels must have their W/T and/or Radio Telephony apparatus 
in working order before entering the Canal. 
must also be fitted with a VHF set easily operated from the 
it will have the working frequency range of the marine band 
i156 to 174 MHz), especially Channels 6, 8, 9, 10, 11, 12, 13, 14, 15, 
3 and 74. 
* AA bo will rent one from the Suez Canal Authority for the transit. 
Note: Channel 9 (156.450 MHz) may be used as a stand-by channel 
to get in contact with the main control office at Ismailia. ; 
(2) The Suez Canal Wireless Station SUQ uses the following 
yencies to contact vessels while transiting the Canal, and to be 
informed of ETA of vessels from approaching waters or open sea. 
(a) Frequencies allocated to contact vessels by radio telex from 
open sea to inform Suez Canal of their ETA to Port Said or Port Tewfik 


Harbours. 
Telex (20000) hours of service: 24 hours. 
Transmits: 4250. 
Receives: 6310, 4205. 
Mode: FIB. 
Watch Hours: 24 hours. 

Vessels are requested to send the following data 48 hours and 

24 hours before arrival: 
Vessel Name, Call Sign, ETA, Draft, Suez Canal Gross Tonnage, 
Cargo, Dangerous Cargo and (Flash Point), Origin Port, Destination 
Port and Agent's Name. 
(b) Frequencies allocated to contact vessels by radio telex while 
transiting Suez Canal or from Waiting Area: 
Telex (20001) hours of service: 24 hours. 
Transmits: 1612. 
Receives: 2147. 
Mode (Broadcast of RTTY): FIB. 
Watch Hours (Broadcast of RTTY): 24 hours. 
RT and broadcast facilities are available on the same frequencies. 
(c) Frequencies allocated to contact vessels by W/T (Morse) while 
transiting the Canal or from Waiting Area: 

W/T (MF). Hours of service: 24 hours. 

Calling: SUQ. 

Transmits: 421. 

Receives: 445 — 464 — 468. 
Mode: A1A. 

Watch Hours: 24 hours. 

Written Morse messages are also available. 

(3) Ships have to contact SUQ as soon as they arrive in the Waiting 
Area, indicating exact time of arrival. 

(4) Radio operators may establish continuous Canal watch just after 
Canal Pilot boarding and during all time the ship proceeding into Canal, 
so they must refrain from transmitting codes without cause such as QRU. 

In emergency cases, Masters shall place their wireless station at the 
disposal of pilots. 

(5) Suez Canal Wireless Station has international land Telex 
No.63528 SUQSC UN in order to answer any questions for further 
information. 

(6) As a new service, SUQ will send daily messages concerning 
weather conditions and navigational warnings (if any) to vessels 
transiting the Canal or in approaching waters. 

Article 88: Radiotelephony (VHF) 
(A) Radiotelephony for vessels from sea 
(1) At Port Said 
(a) Harbour Office (listening): Call Sign: “Port Said 16” (HP-1) 
156.800 MHz. 
(b) Pilot Vessel and Radar Guidance: 
(i) Outside the Harbour: Call Sign: “Port Said 12” (HP-2) 
156.600 MHz. 
(ii) Inside the Harbour: Call Sign: “Port Said 13” (HP-3) 
156.650 MHz. 
(c) Admeasurement Office: Call Sign: “Port Said 73” (M) 
156.675 MHz. 

(2) At Port of Suez 

a” Harbour Office (listening): Call Sign: “Suez 16” (HP-1) 156.800 


(b) Pilot Vessel and Radar Guidance: 
(i) Outside the Harbour: Call Sign: “Suez 11” (HP-2) 
_ 156.550 MHz. 
(ii) Inside the Harbour: 
156.700 MHz. 
(c) Admeasurement Office: Call Sign: “Suez 74” (M) 156.725 MHz. 
(B) UHF/Radiotelephony in the Canal 
(1) UHF voice communications system was built to cover all the Canal 
and its approaches to facilitate communication between pilots and the 
main Movement Office at Ismailia and the Port Management Offices. 
The Canal pilot uses a special portable UHF personal transceiver 
o have the following frequencies. 


Call Sign: “Suez 14” (HP-3) 


Transmission Reception 
Channel Frequency Frequency 
No. MHz MHz Function 
1 415.350 412.850 _ V/Ls from North (SB) 
2 415.600 413.100  V/Ls from South (NB) 
3 415.850 413.350 Emergency (EM) 
a 416.600 414.100 _In Port of Suez Harbour 
HP (T) 
5 416.350 413.850 _In Port Said Harbour 
HP (S) 
6 416.125 413.600 Emergency Critical 
(EMC) 
(Critical V/Ls out of 
convoy) 
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(3) Escort tugs-towing tugs will use special portable UHF transceiver 
sets which have the following frequencies. 
(4) Channel 1 414.750 MHz. 
Channel 2 414.775 MHz. 
Channel 3 414.800 MHz. 


CHAPTER X: THE SUEZ CANAL VESSEL TRAFFIC MANAGEMENT 
SYSTEM (SCVTMS) 
Article 89: Overview 

The SCVTMS is a new integral system for traffic management in the 
Suez Canal. The system offers the following services: 

(1) Automatic continuous tracking and monitoring of vessel's position, 
speed and separation distances for all vessels transiting Suez Canal 
from Port Said to Port Tewfik and vice versa. 

This is provided by means of highly accurate computerised radar 
chain, and a dedicated Loran-C position fixing chain. 

(2) Adedicated voice communication network that enables direct and 
uninterrupted communication between Pilots and Movement Centres. 

(3) A computerised data base for vessel's information, transit 
regulations, traffic flow files, pilot assignment, vessels billing and 
navigation reports. 

This system greatly enhances safety of transit in the Suez Canal. 
Article 90: System Operation 

(1) A vessel approaching the Canal at either end is requested to call 
the Port Management Office on one of the frequencies listed in Chapter 
IX of the present part. 

ae vessel is requested to declare her position and her international 
call sign. 

Then the Port Management Office starts the tracking procedure by 
the port radar till the Anchorage Area or entering the roads. 

The Port Management Office follows and tracks the vessel as long 
as the Harbour Pilot is on board. 

Before entering the Canal, the Port Management will assign for each 
vessel a convoy order number (ID). 

(2) On entering the Canal, the Canal Pilot will board and Loran-C 
CORT will be installed on board the vessel by Suez Canal Authority 
personnel. 

The vessel is asked to install electrical outlet 110/220 V AC (Hubbel 
socket type 2356 flanged receptacle nylon casing Hubbel catalogue 
number 35-R-2 B 37), on the two wings to supply the CORT with electric 
power. 

By initialising command from the Canal Management (Movement) 
Office at Ismailia, the vessel will be automatically tracked by both radar 
and Loran-C chains to monitor the vessel's speed, position, off-track 
and separation distances in order to enhance safety of transit along the 
whole Suez Canal and to increase its efficiency. 

Article 91: Some Considerations to be Taken Into Account 

(1) The CORT should be mounted on either of the two wings. The 
area around it should be clear of any obstruction within 10 ft. radius. 

A trained Suez Canal Authority technician will mount the CORT in 
place and operate it before disembarking. 

At the other end of the Canal, it is dismounted by a Suez Canal 
Authority technician. 

(2) The Suez Canal Authority pilot is requested to declare to the 
Movement Office at Ismailia his position together with the vessel's call 
sign and Suez Canal Authority file number after mounting the CORT or 
passing either end of the Canal. 

(3) On passing either end, the Harbour Pilot boards the vessel while 
the CORT is dismounted by a Suez Canal Authority technician. 

(4) Any change in the vessel’s characteristics should be reported to 
Canal Official to be filed in Suez Canal Authority vessel's file. 


CHAPTER XI: SIGNALS 
Article 92: Generalities 

(1) All signals used in Canal Waters are shown in the “Plan Section”. 

(2) All flags and pendants to be hoisted by vessels, as shown 
hereafter, should be those in the International Code of Signals. 

(3) Night signals shall be hoisted where best seen by other vessels. 
Article 93: Sound Signals 
(A) Normal Manoeuvre 
aoe, se International Regulation for Preventing Collision at Sea 

ignals. 

“One short blast”: | am altering my course to starboard. 
“Two short blasts”: | am altering my course to port. 
“Three short blasts”: | am operating astern propulsion. 

(2) The signal 5 or 6 short blasts repeated several times at short 
——— to say: “| am reducing speed and may have to stop or make 
fast”. 

At night besides the blasts, four to five long flashes with the Aldis 
lamp or signal mast lamp. 

(3) The signal one prolonged blast to attract attention. 

The expression “short blast’ means a blast of about 1 second 
duration. 

The expression “prolonged blast” means a blast of 4 to 6 seconds 
duration. 

(B) Obstruction in Channel in all Circumstances 

A vessel which under any circumstances causes or finds obstruction 
in the channel must immediately warn the vessels in the vicinity. 

That warning is given by whistle or siren: 

4 long blasts meaning: “The channel is not free”’. 

That warning must be repeated every 3 minutes until vessels 
concerned have answered in the same manner. As soon as they hear 
the oy: mentioned above, the vessels take steps to stop and instruct 
a Radio Watch, to receive full details of the alert given by the vessel 
that sent the said signal. The vessel should maintain Radio Watch until 
otherwise advised. 

(C) Engine Fallure (To Dredgers) 

In case of engine or steering failure making the vessel not under 
command, while approaching a dredger, the vessel has to give the signal 
one long blast followed by two short blasts (— - -). 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englany, 


(D) Vessel Mooring Voluntarily for Fog or Sand Storm 

During the mooring manoeuvre, the vessel sounds every 2 minutes 
a series of 6 short blasts. 

Once made fast (Signal No. 16 “G.V.” is hoisted), the vessel must 
rapidly ring the bell for 5 seconds at intervals not exceeding one minute. 
For vessels of 100 m. and over, they will have to ring the bell forward 
and in addition a gong aft, at intervals not exceeding one minute, 
(a ah. or any other instrument which tone and sound will be different 
to that of the bell forward). 

These signals are stopped when the vessel is told that all vessels 
concerned have been notified of her mooring. 

(E) Vessel Aground or Across Canal 
See Ariicle 93 (B) Obstruction in Channel. 
Between Vessels and Tugs 

(1) Vessel Aground in the Canal 

Signals between a vessel aground in the Canal and a tug. 

These signals are for manoeuvre of refloating, as long as the vessel 
has one of the grounding signals. 


Pull slowly {r= *) 
Increase (-:-) 
Stop , Kasey 
Slack the line (--:) 


| am to let go +) 
These signals are to be repeated by the tug. 
(2) Vessel Towed in the Canal 
Signals between a vessel towed in the Canal and a tug. 
Radiotelephony is used as communication between ship and tug, 
besides the following signals. 


By Day (Flag) At Night (Sound) 
Slow speed : “A’ hoisted above bridge — +) 
Half speed =: “A” hoisted half way (---) 
Normal Tow : “A” hoisted right up (----) 
Steady : “A” lowered (--) 


(Or sound signals if considered surer). 
The sound signals are to be repeated by the tug. 
The flag signal remains flying as long as the tug is to give the signalled 
speed. 
By day, every change of flag signals is followed by a long blast. 
(G) Signals Between VLCCs and Escort Tugs 
(1) Attention to Start Manoeuvre 
Prolonged blasts given by the ship. 
(2) Stern Tug 
Bring my stern to starboard (-) 
Bring my stern to port (-+) 
Keep my stern in the axis (2%) 
Pull my stern aft slowly ( 2%) 
Increase pulling my stern ) 
up to half speed astern | ) 
Increase pulling my stern 
up to full speed astern 
Stop pulling (very long blast) 
(3) Forward Tug 
Give me a push on starboard bow (-) 
Give me a push on port bow 
Stop pushing 
Article 94: See “Plans”. 


WADI FIRAN: 28.44 N. 33.13 E. (See Plan) 


An open anchorage on Sinai coast in the Gulf of Suez about 85 nautical 
miles South of Suez. 

There are 12 large and conspicuous storage tanks in 2 parallel rows 
of 6 tanks each lined on shore near the pumping station and painted 
with aluminium. 

DOCUMENTS: 

4 Crew Lists. 

2 Stores Lists. 

2 Vaccination Lists. 

PILOTAGE: Pilot boards each tanker at anchorage. 

ANCHORAGE: Lat. 28° 44.5’ N., Long. 33° 09.5’ E. 

RESTRICTIONS: Mooring and unmooring during daylight only. 
Vessels must have 150 fathoms of chain on each anchor. 

MAX. SIZE: 105,000 d.w.t. Max. draft 75 ft. at Berth No. 1. 

RADIO: It is essential that vessels bound for Wadi Firan give 72 hours, 

48 hours and 24 hours notice to both “Petmisr Cairo 92049 UN” and 

“Petbel 92449 UN", to be accepted on the berth without delay. Contact 

Abu Rudeis on VHF Channel 16 when in range. There is no radio station 

at Abu Rudeis. Pilots working on Channel 14. 

VHF: VHF Channels 16 and 14 are used for communication between 

tanker and pumping station. 

TUGS: 13,080 h.p. and 14,080 h.p. available for mooring and 

unmooring. 

BERTHING: Tankers must approach berth from West, never from North, 

and must follow same track on their departure to be entirely clear of 

shallow water. Tankers at berth will be connected to shore pumping 

station by submarine hoses for pumping crude oil (12 in. hose from the 

starboard side). 

Two mooring launches available. Both ship's anchors are used, the 
port anchor first, normally 9-10 shackles in the water on each. At the 
stern 4 wire ropes from buoys are taken on board. Special care should 
be taken when mooring in Souths winds. If blowing strong, berthing 
may be delayed. 
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Berth No. 1 Berth No. 2 
Position: Lat. 28° 45’ N. Lat. 28° 43.5’ y. 
Long. 33° 11.5’ E. Long. 33° 11.5'£ 
LOA: 900 ft. 800 ft. 
Water Depth: 75 ft. 58 ft. 
Max. Draft: 53 ft. 40 ft. 
Max. D.W.T. 105,000 50,000 
Sea Line (Crude): 24 in. 18 in. 
Sea Line (Ballast): 18 in 18 in. 
Tanker's Length: 900 ft. 700 ft. 
Max. loading rate: 4,000 t.p.h. 2,500 t.p.h. 


Reception facilities for 30,000 cu.m. of dirty ballast. 

Two tankers can moor simultaneously but only one may load. 
DENSITY: 1032. 
FRESH WATER: Not available. 
FUEL: Not available. 
AUTHORITY: Belayim Petroleum Co., 5 El Mokhayam El! Dayem Streg 
Nasr City, Cairo, Egypt. (P.O. Box No. 7074). Tel: 2621738, 262173 
2621740, 2621742, 2621743, 2621744. Telex: 21003 Petbl UN, 9237; 
Petbl UN, 92449 Petbi UN. FAX: 2609792 Cairo. Contact: Ibrahim p 
Shafie, Operations General Manager. 


ZEIT BAY: 27.50 N. 33.36 E. (See Plan) 


(A) SBM. 
(B) LPG BERTH. 


(A) SBM. 
LOCATION: Zeit Bay Terminal is approximately 60 km. North ¢ 


Hurgada. 
ANCHORAGES: Waiting area centred on Lat. 27° 48.5'N., Long 
33° 37.0' E. Radius 1 mile. Depth ranges from 22 m. to 38 m., with 31 m 
at centre. 

Vessel is not permitted to anchor outside the anchorage area. 
RESTRICTIONS: Weather conditions may prevent berthing. This is the 
case when wind speed exceeds 25 knots. Vessel will then remain in the 
anchorage until weather improves. Daylight berthing only. Unberthing 
any time. 

MAX. SIZE: 35,000 tons (SDWT) to 250,000 tons (SDWT) wit 
permissible max. draft up to 18.0 m. and LOA 500 ft. — 1,130 ft. 
HEALTH: Masters are to indicate any sickness on board in their ETA 
notification. SUCO will arrange with Health Authorities if so required. 
RADIO: Tankers calling at Zeit Bay must send ETA message 72, 4 
24, and 12 hours distant from the terminal to SUCO Head Office, ve 
any coastal radio station: Alexandria, Port Said, Suez and Kosseir. 

ETA messages to SUCO should give the best estimates of ships 
arrival time at the terminal and relevant information on lifting gea 
connections, ballast/segregated/dirty and quantity. This ETA messag 
should also include a definite statement of details of any equipmet 
required from shore for connecting 16 in. floating hose, bearing in min 
that such hose needs tanker to be equipped with crane, classed an 
certified to at least 10 tons capacity. 

VHF: Master must call “Zeit Bay” 4 hours prior arrival on VH 
Channel 16, working Channel 12. 

TUGS: Two mooring line boats, 1x500 h.p. and 11,000 h.p. at 
available to assist with mooring and hose connection. The boats aft 
equipped for anti-pollution operations. 

One fire fighting tug available on a standby basis whilst loadi 
operations are in progress. 

BERTHING: All mooring equipment is available and will be placed” 
board the vessel when Mooring Master boards. 

A vessel can make the final approach and moor to buoy from a" 
direction, bearing in mind prevailing weather and tidal conditions. Th 
approach shall be made from the direction which is consistent with! 
safe approach, and speed shall be subject to the prevailing force 
(i.e. wind, current and tidal stream) at the location at the time of berthig 
with assistance of mooring boats stationed at the buoy. 

Once moored the vessel is free to turn through 360° under 
influence of the prevailing forces. 

HOSE CONNECTION: 16 in. standard 150 ASA flange connection © 
crude oil and ballast hoses. Port derrick with minimum 10 tons SWL® 
be rigged for max. height and load lifting. 

Ship's crew shall be responsible for connecting and disconnect 
hoses with assistance of shore crew. 

A quick release coupling (Camlock) is connected to each hose & 
and is to be used as follows: 

1. In case of emergency, the butterfly valve shall be immediately clos# 

and quick release coupling immediately disconnected. 

2. Do not hammer but try to use the Camlock wrench supplied or 

copper hammer only. 

3. Tanker should be ready with reducer if its manifold is not 16 in. 

4. Bags of sand to be available. 

5. Weight of the hose is approximately 8 tons. 

LOADING: Upon being informed by the vessel's responsible officer Li 

vessel is ready to start loading, Mooring Master will normally advise ™ 

Control Room and ensure that the loading commences at a low rate” 
ravity). 

: When it has been confirmed that there is no significant rise in press 

on the loading line, the crude oil will be loaded, pumping with a maxim” 

rate of 6,000 tonnes/p.h. 


oil is delivered through the submarine pipeline to the buoy and 

via a floating hose to the vessel's port side midship manifold. 
diameter is generally 24 in., reducing to 16 in. at the ship's end. 
irr’ n to close any valve onboard the tanker against the flow 
Ps crude oil until the butterfly valve of the loading hose has been 


0000 o-to-shore communications fail during loading operations, the 

whistle signal is a continuous blast on the tanker's whistle. 

Loading shall immediately be stopped and will not be resumed until 
ynications have been re-established. ; 

getore loading, cargo tanks are dipped by an independent inspector 

aod at Terminal Inspector. If dirty ballast is retained on board until the 

ext discharge port, then the amount of water and oil on top will be 


os of Zeit Bay Crude is approx. (0.854/15°C.). Temperature when 

on board is approximately 34°C. 

immobilisation of et aha at SBM is strictly prohibited. 
gALLAST/POLLUTION: Deballasting System: It is preferable that 
vessels load crude oil while discharging ballast, but Master or officer- 
ocharge must be sure that no contamination or pollution takes place. 

the vessel is not equipped with 2 lines in order to load and deballast 
x the same time, a quantity of crude should be loaded prior to 
sepallasting to ensure proper segregation. ; 

Dirty ballast must not be in the emulsion form and is not to contain 
chemicals or detergents. 

The floating hose is normally 20 in. diameter, and the ship's end 
connection 16 in. diameter. 

tis strictly forbidden to discharge dirty ballast overboard. 
ogllution: The Master has to comply with all regulations and instructions 
yohibiting pollution under A.R.E. laws and under any pertinent 
astructions issued by SUCO when conveyed to Master. 

Also, the provisions for International Convention for Prevention of 
Pollution from vessels 1973 and the Protocol of 1978 relating to this 
connection will be applied to the extent that such Convention and 
Protocol are in force in A.R.E. Owner/operator shall be liable for any 
damage resulting from the pollution caused by the vessel and shall pay 
or all the expenses incurred for its removal and elimination. 

OW Spill: In the event of a spill or its detection, SUCO Mooring Master 
must be notified instantly for the necessary action to be taken. 
MEDICAL: In case urgent medical assistance is required, the vessel 
should contact SUCO Marine Manager by VHF radio. A doctor and 
facilities are available but there is no hospital in the area. 

FRESH WATER: Not available. 

FUEL: Not available. 

REPAIRS: No facilities. 

REPATRIATION: Possible in emergency only. 

HOLIDAYS: Zeit Bay Terminal never closes on religious holidays. 
SHORE LEAVE: There is no shore leave for personnel of vessels whilst 
at the SBM. 

GENERAL: 

Helicopter: Should the services of a helicopter be required in emergency 
or for any purpose whatsoever, the vessel will be given a minimum of 
30 minutes notice. 

Weather: Gales can be expected from a North Westerly direction from 
October through May. 

The above conditions are only for guidance and are not relevant to 
the safety of the vessel but to the safety of the buoy. 

The Mooring Master shall have the authority to decide whether the 
ship should remain or vacate the buoy. 

Glmate: The climate in the Gulf of Suez is generally good. The visibility 
Susually excellent, with few dust storms and infrequent fog. There are 
afew rain squalls. 
Winds: The general flow of the wind over this part of the Gulf of Suez 
$ predominantly from the N.N.W. Winds are steadier in the Summer 
months (May/October) and almost nil from June to September. Gales 
o mainly be expected from a North-Westerly direction from October 
ay. 
__ The maximum velocity is approximately 45 knots, whilst the mean 
wind speed is approximately 20 knots and is prevalent for some 98% of 
he year. There are occasional light Southerly winds. 
Tides: The tidal range is between 4 ft. and 5 ft. 
Sea Condition: The surface temperature of the sea ranges from 18°C. 
230°C., depending on the season. 

Seas and swells are usually from the N.N.W. and wave height can 
‘each 18 ft., but average is about 6 ft. During the Summer months(May/ 
—_ there are many days of 12 ft. — 15 ft. seas. 

urrents are generally located in mid-channel and set North when the 
‘0 is rising in Suez, and South when the tide is falling. The rate is 
out 2.5 knots at Spring tides and 0.5 knots at Neap tides. 


8) LPG BERTH. 


LOCATION: Zeit Bay is an open area and unsheltered. 

LPG tankers will moor alongside a pier which is perpendicular to the 

oe The pier length is 50 m. and water depth is 8 m. 

‘ef position: Lat. 27° 48.1’ N. 

Long. 33° 33.7’ E. 

There are 2 mooring buoys, located North and South of the pier and 
ir 50 m. off pier's edges, to secure the tanker in its proper position 
Dog undertaking operations. 

UMENTS: Masters are requested to hand the following original 
“a ments to “SUCO” Mooring Master upon arrival. These documents 
returned when cargo documents are signed on departure. 
ficate of Registry. 
ae Line Certificate. 
sty Certificates. 
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EGYPT 


APPROACHES: Approaching the Anchorage Area: When an LPG 
vessel arrives at position Lat. 27° 50.2’ N., Long. 33° 37.2’ E., Master 
can alter vessel's course to 172°(T) for heading towards anchorage area, 
a sailing distance of about 2.9 nautical miles. 

Below are 4 objects that can be seen by day or night that will be of 
assistance to vessels. 

A. Two grounded ships on North of Saab’s Ashrafi: 

First position: Lat. 27° 49.5’ N., Long. 33° 38.7’ E. 
Second position: Lat. 27° 49.3’ N., Long. 33° 39.2’ E. 
B. On marine chart No. 2375, East Zeit Bay Terminal SBM flashing 
Mo(U) 15 sec. 
C. Zeit Bay Terminal, located one mile S.S.E. of East Zeit Bay 
Terminal flashing Mo(D) 30.5 sec. 
D. Lighthouse in position Lat. 27° 49.6’ N., Long. 33° 34.9’ E. 
Black and white colour with approximate height of 30 m., flashing 
white every 10 seconds. 
Approaching Zeit Bay Channel and Shipping Lane: The vessel under 
her Master's command and Mooring Master's advice will navigate on a 
course of 155°(T) from anchorage area for about 1.5 miles. 

When Ashrafi Lighthouse is observed abeam, course is to be altered 
to 195°(T). This course will lead toward entrance of Zeit Bay Channel. 
While passing through Zeit Bay Channel, true course to be 270°/090°. 

Due to relationship between a vessel traversing the channel and the 
prevailing N.N.W.'ly wind and current, there is the possibility of a 
sideways drift. 

When vessel arrives at the end of the West entrance of the channel, 
course will be altered to 335°(T). After sailing for about 2.5 miles, vessel 
will alter course to 310°(T) for about 1.1 miles. 

Final approach to L.P.G. Pier will be on a course of 010°(T), for about 
1.5 miles. 

Use of anchor is forbidden from the time the vessel reaches the 
Western entrance of Zeit Bay until final approach to pier, because of 
pipelines. 

Outside the shipping lane on the port side, there are 4 yellow platforms 
provided with navigation aids. Vessels navigating in the shipping lane 
will pass near Platform “C” at a safe distance. 

Zeit Bay Channel and Shipping Lane: Channel is guaranteed to be 
6.0 m. below L.A.T. 

Channel length is about 2 nautical miles and about 200 m. width. 

Channel is marked by lighted buoys, each equipped with a radar 
reflector. When ship is heading Westerly (270°(T)), there will be 3 green 
buoys on the starboard side and 3 red buoys on the port side. 

The shipping lane between Ghanim and Ras Elbahar Islands is 
marked by red marker buoys, showing the end of shoals and reefs. 

Buoys coordinates: (a) Lat. 27° 45’ 39” N., Long. 33° 34’ 10” E. 

(b) Lat. 27° 46’ 18” N., Long. 33° 33’ 22” E. 

All vessels should keep at least 30 m. from the buoys as a safety 
measure. 

All marker buoys can be seen from any direction and in poor visibility, 
according to international specifications and regulations of port 
navigational aids. 


PILOTAGE: SUCO Mooring Master will board the vessel in the LPG 
waiting area. Pilot ladder should be kept in good order, clean and should 
be adequate in length and strength. 

When Mooring Master boards the vessel, he will advise the Master 
on the approaching, berthing operations and provide him with all 
necessary information. 

Mooring Master will check all original Certificates and receive them 
from the Master. 


ANCHORAGE: SUCO will make every effort to moor ships arriving 
according to the agreed schedule. If not berthing, vessel will drop anchor 
at the Anchorage Area in position: Lat. 27° 47.3’ N., Long. 33° 37.6’ E. 
This position is located South of the Crude Oil Carrier Waiting Area. 

LPG anchorage area is half mile radius with 18 m. depth. The area 
is considered clear of obstructions. 

Anchoring outside the waiting area or in Crude Oil Carrier Area is 
Strictly prohibited. 


RESTRICTIONS: Weather conditions may prevent berthing. This is the 
case when wind speed exceeds 18 m.p.h. The vessel will then remain 
in the anchorage area until weather improves. 

The decision of acceptance is subject to Master's and SUCO Mooring 
Master's approval. 

Berthing/unberthing during daylight hours only. 

Also see “Berthing”’. 


READINESS: Arrival time will be considered to be the time the vessel 
arrives at the Anchorage Area. 

Notice of Readiness will be accepted when vessel is in all respects 
ready to receive her cargo, usually after loading arms are connected. 


RADIO: Incoming tankers must advise ETA 48 hours prior to arrival. 


VHF: Zeit Bay radio room maintains a 24 hour listening watch on 
Channel 12. 

Fully detailed instructions for berthing, loading, etc., will be given to 
vessel's Master while approaching the waiting area. 


TUGS: Mooring Boats: Two mooring line boats are available at all times, 
(500 h.p. and 1,000 h.p.) The vessel will be assisted by the mooring line 
boats, which are deemed essential for safe operations. 


BERTHING: The pier is equipped with 2 positive hydraulic fenders, in 
addition there are 4 bitts for mooring ropes. 

Vessel's ropes will be used, and handled by the pier crew. 

When vessel is completely moored and secured alongside pier, 

vessel's heading will be 330°/150°, depending on which side is 
alongside. 
Mooring and Unmooring: All berthing operations and passage of the 
channel inward and outward, should be executed with adequate daylight. 
Final approach shall be made from the direction which is consistent with 
a safe approach. Speed shall be subject to the prevailing forces (current, 
tide, stream). 
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Mooring line boats will assist during approach to prevent drifting on 
to the pier. Ship's anchor can be used in case of necessity. 

When ship is finally moored and properly secured, ship's crew have 
to hang off the towing wires (fire towing wires), forward and aft, for line 
boats in case of emergency. 


Jetty details: 
Max. Size: Max. draft: 5.0 m. 
Max. length: 108 m. 
Max. beam: No limit. 
Max. deadweight: 2,500 tons. 
Product: LPG (butane and propane mixtures). 
Loading arms: Two. Designed for connection to 6 in. Camlock 


quick coupling and 3 in. vapour return line. 
Up to 280 t.p.h. 

Available for line purging only. Vessel’s tank 
purging only with previous agreement. 

Not available. 


Loading rates: 
Nitrogen: 


Atmospheric vent: 

Flare line: Yes. 

Fire line: 2.5 in. hose available. 

LOADING: Before loading commences the LPG Check List is to be 
completed. Emphasis is placed on close cooperation and good 
communications between mutually interested parties to achieve safe 
operations. 

Operations Meeting and Inspection: The following will take place before 
any operations commence: 

(a) Complete the Safety Check List. 

(b) Complete the LPG safety and observed Check Lists. 

(c) Discuss any additional precautions required. 

(d) Ensure that tanks are in a fit condition to receive cargo without any 
hazards or contamination. 

(e) Discuss and agree tanks inspection and samples required. 

(f) Discuss and agree loading programme, including quantity, loading 
rate, pressure, temperature, connecting and disconnecting hoses, 
purging requirements and any other necessary requests. 

Pressure, Temperature and Loading Rates for LPG: 

Product: LPG. 

Pressure: Up to 10.3 bar. 

Temperature: Ambient to 60°C. 

Loading rate: Up to 280 t.p.h. 

Recommended maximum vapour concentration in ship’s tanks before 


loading LPG: 
Previous cargo Recommended 
in vessel Maximum Concentration 
Ammonia 100 ppm. 
Ethylene oxide 30 ppm. 
Propylene oxide 50 ppm. 
Vinyl chloride 30 ppm. 
Acrylonitride 30 ppm. 


The above concentrations refer to vapour concentrations considered 
safe for venting. They do not infer that these concentrations are 
acceptable from a cargo contamination point of view. 

Operational Procedures: Loading will not commence until all the safety 
checks have been carried out to the satisfaction of the Company. 

|. The Company Operators will connect the shore boom/hose to the 

correct ship's manifold as indicated by the Master. Under no 
circumstances will a ship be connected to a vapour return/vent 
system if oxygen content of any tank is above 0.5% volume. If any 
of the ship's tanks are under vacuum the ship will be connected 
ei if prior agreement has been reached. 
he boom/hose will be purged to shore vent line and pressure 

tested to approximately 100 p.s.i. with nitrogen. The nitrogen will 
then be vented and the vent closed. 

. The Jetty Supervisor and Master will agree that systems are 

correctly lined up for operations to begin. 

\. ae must now commence slowly to avoid rapid pressure 
uild up. 

Ships must check that pull-off does not cause cargo temperature 

to drop below tank minimum operating temperature. 
During loading the ship’s tank pressures must be checked every 
30 minutes and the information logged by the Jetty Operator. The 
Master must inform the Jetty Supervisor of any deviation from the 
agreed cargo handling plan. 

IV. ee perator will remain on the jetty at all times during 

loading. 

V. A crew member with a good command of the English language 
must remain on deck at all times during pvc 8 

Vi. bi! ship must not shut valves against the shore pumps while 

loading. 

Vil. The ship must give at least 10 minutes’ notice of the requirement 
to stop or start pumping, except under emergency conditions. 
Vill. The Company Operators will clear the boom/hose with nitrogen. 

A watch on ship's pressure must be maintained during this time 
if hose contents are cleared to ship. 

IX. The ship's valves will then be shut and Company Operators will 

purge and depressure the boom/hose. 

X. The cargo loaded will be calculated from shore dips. 

XI. The Jetty Supervisor will witness ship's dips/ullage and obtain from 

the Master the quantity loaded according to ship's figures. The 
ey entered on cargo documents will be calculated from shore 
igures. 

Cargo Handling Requirements: 

|. Chemist's Certificate: The Company reserves the right to require 
an independent chemist to check the condition of ship's tanks or 
the quality of cargo before commencing to load. Reasonable notice 
of this requirement will be given. 

ll. Emergency shutdown systems: When ship is loading and it is 
necessary to manually initiate an emergency shutdown, the jetty 
system must be used. 

lll. Nitrogen: Nitrogen is available at approximately 7 bars and the 
berth nitrogen is available for line purging only. 
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IV. Portable instruments: The Company reserves the right to 0Quy 
intrinsically safe portable instruments to be placed on board i 
during loading operations. 

Reasonable notice of this requirement will be given. 

V. Purging: Purging from ship's tanks to atmosphere is not pe 

at the jetty. The Master must ensure the ship's tanks are jn as 

condition to load cargo before arrival. 

Third party Independent Surveyor: The Company reserves the 

to instruct a third party Independent Surveyor for the sampii 

measuring of cargo. Reasonable notice of this requirement Willy 

given. 

Vapour return line: Vapour return lines are provided to enable 

to return compatible vapour to storage tanks to be Pressured » 

with vapour from storage. Oxygen content of returned vapour m; 

be less than 0.3% volume. 

Under no circumstances may nitrogen or other uncondensiy 
gases be returned along the vapour line to storage tanks. 

Vill. Vent line: Vent lines are provided to enable uncondensible vapoy, 

to be vented to flare system. Permission to use the flare 
will only be granted if oxygen content of ship's tanks as determing 
by Company analysis is less than 0.5% volume. 
The ship's intention to use the vent system must be clea 
specified to the Jetty Supervisor at the pre-operations Meeting. 
Use of ship’s mast vent is not permitted without Compa, 
Authorisation. 

All operations shall, in general, be conducted in accordance with ty 
requirements of the International Chamber of Shipping Tanker Sais, 
Guides for Liquid Petroleum Gases and the International Marti, 
Dangerous Goods Code. 

Communications on Loading Pier: 

1. The jetty will be continuously manned by company personnel wht 
a ship is loading. All normal communications should be 
through the Jetty Operator. In emergency situations, ship's persone 
may use the jetty head telephone. 

2. Aresponsible English speaking crew member must be on duty alg 
times and must remain on deck during loading/discharging. 

FRESH WATER: Not available at berth. 

FUEL: Not available at berth. 

POLICE/AMBULANCE/FIRE: Fire 3333. 

GENERAL: The following should be taken into consideration whe 

vessel is alongside: 

(a) Visiting is not permitted. 

(b) Smoking and/or usage of naked lights is forbidden. 

In emergency cases, a special permit is to be issued by authorisx 
SUCO personnel to cover situation. 

Vessel refusal: Owing to special hazards associated with LPG and ty 

degree of expertise required during its handling and carriage, SUC 

reserves the right to refuse to load any vessel where in the Moony 

Master's opinion, the condition of the ship or the conduct of 

operations give rise to concern over the safety of ship, personne 

company premises, or the environment. 

Fire Fighting Vessel: There is a vessel fully equipped with fire fight 

equipment. The vessel will be available at all times during operation 

It has 4 monitors installed on the main and upper deck, ea 

12,200 cu.m.p.h. and able to reach 120 m. and a height of 45 m., for 

compound is available. 

Towing of Ships to Hazardous Waiting Area in Inner Bay: \n the eve 

of an emergency, Jetty Superintendent will immediately stop the load, 

operation and will inform SUCO Mooring Master whether to we 
sonaete or pull the ship away with the assistance of the mooring lit 
ats. 

The following position already surveyed, with a water depth of 8.0° 
and co-ordinates Lat. 27° 47.7’ N., Long. 33° 32.2’ E. is reserved as! 
waiting area. 
Climate: The climate in the area is generally good and the visibility! 
usually excellent, except for occasional sandy storms during Summ 
time. Fog can be seen in Winter time. Occasional rain during Wirt 
time. 

Wind: The direction of the wind in Summer is from N. or Ni 

occasionally wind reaches 40 m.p.h. 

During Winter, average wind speed is about 15 m.p.h. — 20 mph 

Southerly winds are encountered occasionally, but are usually i 
airs and accompanied by calm sea. 

Tide, Current and Sea Swell: The tidal range is between 3 ft. and 4! 

Current reaches 2 knots to 3 knots. 

Sea swell is from N. or N.W. and/or S. or S.E., with a maximum hey 
of 4 ft. 

AUTHORITY: Suez Oil Co. (SUCO), 21 Ahmed Orabi $ 

El Mohandessien, P.O. 2622, Cairo, A.R.E. Tel: 650723, 65054 

807922, 813554, 807854. Telex: 93455 SUCO UN or 92300 SUCOU 

Cables: Dexgulf. FAX: 3422734. Contact: A. Nassef, Planning # 

Follow-up Manager. 


Vi. 


Vil. 


¢| Salvador 


,CAUTLA: 13.35 N. 89.50 W. 


poRT LIMITS: Not determined. 


DOCUMENTS: 
spnsular Documents: 
“Only the requirement for visa of shipments of firearms and narcotics, 


(See Plan) 


ynich must be carried out at the port of embarkation, remains in force. 


onor to Arrival: 
Arrival Notice: . sb sae : ; 7 
24 hours before the vessel's arrival, notification is submitted in writing 
the Autonomous Port Executive Committee (CEPA) on the time of 
yrval and the number of stevedores that will be needed. The CEPA 
serves aS 4 kind of single shipping agency. In that capacity, it arranges 
wr entrance and clearance of vessels, payment to other Official 
and draws up the port account for the ship’s Agent. 
information on Cargo for the Port: 
prior to the vessel's arrival, the following documents are to be 
spmitted to CEPA: ; 
16 copies of the Cargo Manifest. 
{ set of the Shipper's Manifest. 
{ Mail Guide. 
4 copies of the cargo distribution for each hold. 
1 Stowage Plan. 
{ List of Container Contents. 
{4 to 16 Cargo Tally Books, depending on the number of stevedores. 
this information is not available before the vessel's arrival, it may 
ne submitted at the time of the reception visit (boarding party). 


Number and Distribution of Documents 
Captain of Plant 
Basic Forms Port Customs Health CEPA Total 

General Declaration 1 

Cargo Manifest 

Crew List 

Passenger List 

Ship's Stores List 

Crew's Effects Declaration 

Maritime Health Declaration 

Mail List 
Additional Documents: 

Clearance from Last Port 

Consular Manifest 

Set of Bills of Lading 

Cargo Distribution 

Contents of Containers 

Stowage Plan 

Cargo Tally Books - - ~ 14/16 14/16 

Prior to Departure: The CEPA draws up the clearance permit and has 
tsigned by Customs before submitting it to the Captain of the Port. 
When loading and unloading is completed, a representative of the 
Captain of the Port delivers the clearance permit on board. 
PILOTAGE: Compulsory. (a) Vessels should apply for Pilots calling VHF 
radio station through Channel 27 which operates on 157.36 MHz to 
receive and 161.95 MHz to transmit. Channel 16 operates on 156.8 MHz 
ships calling and safety. 

Notice of ETA must be made to Port Manager not less than 48 hours 
vefore arrival at the port limits. Confirmation of ETA is required 10 hours 
defore arrival. VHF radio station is on service 24 hours a day, so vessels 
may call at any time. (b) Pilot boards vessel between one or two km. 
tefore arrival at the port limit; where vessels should stay with engine 
wunning, Pilot ladder ready. Gangways should be raised and folded. 
derricks and cranes inboard and anchors ready for berthing. Pilot is 
squipped with walkie talkie for communicating with tugs. (c) Inform radio 
siation if cargo manifests are carried on board or if they were air mailed 
0 vessel's Agent. 


ANCHORAGE: There is no specific anchorage area. Water depth is 
wer 15 m. Bottom nature: Sand laying over volcanic tuff. 


RESTRICTIONS: Vessels can berth any time day or night. Main engines 

sould always be on short notice, due to swell as mooring lines often 

oeak. Vessels are advised to make use of extra shore mooring lines 

bn i provided if Agent makes request. The least depth in the 
i 3 


MAX. SIZE: “C” Pier (breakwater berth) has 12 m. of water alongside 

ad can berth vessels of up to 40,000 d.w.t. It is well fendered. 

vontainerised, general and bulk cargoes can be handled at this pier. 
Also see “Tankers”. 


HEALTH: On arrival, vessel should always fly a yellow flag. If there is 
any Suspicion of illness aboard, Master has to inform by radio 24 hours 
“mance, indicating nature of disease and all details. 

ee Pratique will not be granted to vessels at anchor. It will be granted 
®lankers discharging at buoys and in emergency cases. 
RAnvO: Advise ETA to Agents at San Salvador 96, 48, 24 and 12 hours 
Sore arrival. Telex available at Port Facilities. Area Code 301. 
lex No. 27000. Fax: 524001, 524068. 
bri There is no special time for calling. VHF service is open 24 hours 
day. Contact through Channels 16 and 27. 

ness operations: Channel 27 receives on 157.36 MHz and transmits 
2 161.95 MHz. 

nannel 16 for ship calling and safety. 


TIDAR: There is no port radar service. 

poe es Tug lines are not used. If required, the tug’s line will be used 

pi © charge is included in the docking and undocking services. There 
Ta tugs available with the following capacities: 800, 1,200, 1,400 

SPECIA h.p. Tugs meet vessels off the docks at all times. 

cago f LISED CARGO HANDLING FACILITIES: Pier “A” with liquid 

ine acilities for vegetable, animal and mineral oil, as well as chemical 


Arrival: 
Type of Documents 
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EL SALVADOR 


BERTHING: Vessels can berth in safety at any time during day or night. 

In the case of cargo vessels it should be stressed that the swell 
experienced alongside is sometimes a serious problem and Masters 
would be well advised to make use of the shore lines offered on hire to 
save undue wear and tear on their moorings. 


Berth Max. Draft Depth at MLW Vessel Length 
(m.) (m.) (m.) 

A-1 9 10 140 

A-2 10 12 160 

B-3 9 10 140 

B4 10 12 195 

B-5 9 10 180 

B-6 10 10 180 

C7 12 13.7 128 

C-8 12 13.7 128 


There are three piers. The first one “A” consists of a breakwater mole 
760 m. long. The access mole in its first section from land side to pier 
“B" has a width of 10.50 m. and is 260 m. long. The second section 
from Pier “B" to Pier “A’ has a width of 7 m. and is 180 m. long. The 
overall length of access is 450 m. 

Pier “A” is 37 m. wide and 310 m. long, it consists of a mooring dock 
with two berths called “A-1" and “A-2”, for general bulk and liquid 
cargoes and has a transit shed of 4,500 sq.m. At the end of Pier “A” is 
constructed another breakwater section in a N.W. direction, in line with 
the existing Pier “A”, connecting this pier with the Pier “C” with a length 
of 35 m. Then direction of Pier “C” is changed to the North, with an 
angle of 30° and extended over 270 m. with a width of 18 m. This 
breakwater offers two berths, “C—7" and “C-—8", capable of handling 
containerised, general and bulk cargoes. 

The third pier called “B”, with four berths is 348 m. long and has a 
free width of 28 m. This pier handles containerised (max. gross weight 
20 tonnes), general and bulk cargoes. 


CRANES: Two semi-portic cranes of 3 tonnes capacity are available at 
Pier “A”. At Pier “B” there is a 25 tonnes crane for general bulk and 
containerised cargoes. Pier “B”, berths “B—5” and “B—6" as well as Pier 
“C", berths “C—7” and “C—8", have no cranes available and vessels are 
required to use their own cranes or derricks. 


BULK CARGO FACILITIES: For berthing length of quays and 
max. permissible draft in salt water at MLW see rr, 
Cargoes handled: Importation: Grains, fertiliser, soda as' 

rock sulphur, soya flour, etc. 

Exportation: Raw sugar cane, cotton seed meal and flour, grains, etc. 

Berth Equipment: 25 tonne cranes which operates for imports at Berth 
“B-3”" and “B—4" and unloads vessels with clamshells of different 
capacities ranging from 5 cu.m. to 9 cu.m., and feeds the conveyor 
systems through a hopper of 85 tonnes. Maximum height of discharging 
gear above MWL: 19 m. 
Conveyor System: Two belt conveyor systems exist for importation and 
exportation. Both systems interconnected with port warehouses as well 
as private silos and warehouse facilities. Loading/discharge rates: 
500 tonnes/p.h. (Rates depend on grain thickness). 


BRIDGES: None. 
STEVEDORES: ETA advice required to arrange gangs, should be made 
12 hours before vessel's arrival. A line handling gang is always standing 
by and also attends gangways without charge. Stevedores are available 
for nightwork. 
Average load and discharge rates: 

General cargo 

Bulk cargo 190 tonnes/p.h. 

Liquid cargo 110 tonnes/p.h. 
MEDICAL: There are doctors in the port who attend normal cases and 
specialists and hospitals in Sonsonate City (20 km. by road) and at San 
Salvador, capital of the Republic, 85 km. from the port. 
TANKERS: Mooring at RASA (Refineria de Acajutla Sociedad 
Anonima). This refinery is the property of Esso Standard Oil and Shell 
Petroleum Co. 
Buoy berth: Depth of water is about 15 m. Diameter of buoy hoses: 
2x25 cm. for clean products and one of 75 cm. for crude and fuel oil. 
There are no facilities for residue discharge. 
DENSITY: 1027. 
FRESH WATER: Delivered by hoses. Rate approximately 40 t.p.h., cost 
U.S.$1.60 per metric ton. 
FUEL: Available from private companies. 
FIRE PRECAUTIONS: Inspection of hoses; no smoking; not allowed to 
weld or light any kind of fire; isolation of the place of loading and 
discharging operations; fire equipment to be ready to use at all times. 
CONSULS: Most countries have Consular representatives in San 
Salvador City, Capital City, at 85 km. from the port. 
REPAIRS: Possible to make minor engine and deck repairs. Other 
repairs can be carried out at Capital City, San Salvador. Any repairs 
that will delay sailing of vessel cannot be made without previous and 
specific authorisation of the Port Manager. 
DRY DOCKS: None. 
SURVEYORS: At the port there is P & | representative and surveyor 
and independent marine surveyors. G.L. Surveyor at San Salvador City. 
GANGWAY/DECK WATCHMEN: Gangway is watched by Customs 
Police and marine members without charge. Deck watchmen available 
on request. 
HATCHES: The opening and closing of hatches is carried out by 
stevedore gangs, and its costs are included in the loading or discharging 
tariff rate. Whenever vessel’s Master decides to carry out these 
operations with his crew, a stand-by charge will be debited. 
CUSTOMS ALLOWANCES: Customs only allow tobacco for personal 
use to be taken out of the vessel. Not allowed to take any wine or spirits 
out of the vessel. 
CARGO GEAR: Ship's gear has to be used on request. Semi-portic 
cranes for general cargo may be used at Berths “A-1" and “A-2”. Heavy 
lift crane at Berths “B-3” and “B-4”. This crane is also used to unload 
bulk cargoes to a conveyor belt system. 


, phosphoric 


35 tonnes/p.h. 


617 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englen 


REPATRIATION: There are facilities for repatriation, it is also possible 
to effect crew changes. 

AIRPORT: The “El Salvador International Airport” is 134 km. from the 
port (by road), which is served by regular airlines. 

TIME: No alterations in time during the year; local time is GMT minus 


6 hours. 
HOLIDAYS: The port has the following official holidays: 

(*)1st January; 2nd February; (b) Wednesday, Thursday, Friday and 
Saturday before Easter Sunday; (*)1st May; (c) 10th May; 3rd and 6th 
August; 15th September; (*)2nd November; (a) 24th; (*)25th and 
(a) 31st December. 

(*) No work. 

(a) Port operations cease at 0700 hrs. 

(b) Port operations cease at 1700 hrs. on Thursday until 2300 hrs. on 

Saturday (Easter Week). 

(c) 10th of May port operates only from 0700 hrs. until 1500 hrs. 
POLICE/AMBULANCE/FIRE: National Police (Sonsonate) Tel: 51- 
0838; Ambulance (Sonsonate) Tel: 51-0374 — 51-0200; Fire Department 
(CEPA, Acajutla) Tel: 52-3200. Red Cross ambulance also available. 
TELEPHONES: No possibilities of installing telephones aboard, but 
there are public telephones in the port and calls can also be made 
through the CEPA Operator. 

SERVICES: No facilities to discharge tank-washings. No equipment for 
tank cleaning or facilities to adjust compasses. Minor electronic repairs 
at Agent's request. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Port Authority issue cards for going ashore 
in Acajutla. Passports required when going outside Acajutla. 
GARBAGE DISPOSAL: Ship's agent will arrange collection by truck as 
required. Charges for ship’s account. 

WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS: None. 

CURRENCY: Colones (C). 

REGULATIONS: Port regulations only. 

DELAYS: Normally there are no delays to be expected during berthing, 
loading, discharging or bunkering. Bunkering operates at a slower rate 
than normal loading and discharging. 

GENERAL: Quarantine Authorities pay strict attention to garbage and 
any residue must be kept aboard properly covered. It is forbidden to 
drop garbage or any residue in the sea whilst vessel is in the port area. 

In the case of swell, special hawsers and wires can be requested on 
hire at U.S.$ 1.50 on every 1,000 g.r.t. per day or part of a day. 


SHIPMASTER’S REPORT: 1979 (Updated 1992). 
Port Limits: No port limits stated. 
Documents: 

Clearance from last port. 

5 Crew Lists. 

4 Voyage Memorandums. 

4 Store Lists. 

4 Passenger Lists, (negative required). 

1 Ship's Health Declaration. 

Manifests prepared by the Agent: 

2 copies for the Customs. 

1 copy for the Port Captain. 

1 copy for Quarantine Inspector. 

16 copies for the Stevedores. 

Customs seal the spirits and tobacco, but not the beer. No private 
declarations required. 

Boarding party of about 8 persons board the vessel with the Agent 

who will attend to documents and other needs of Officials. 
et Pilotage is compulsory, Pilot boards vessel up to 3 miles from 
“A” Pier. 
Restrictions: Vessels can berth any time day or night, main engines 
should always be on short notice, due to swell at berths, as moorings 
often part. Vessels are advised to make use of extra shore moorings 
provided, these can be requested via the Agent. 

The least depth at the berths is 30 ft. 

Max. Size: “C” Pier (outer berth) has 46 ft. of water alongside and can 
take vessels of up to 40,000 d.w.t., it is well fendered. General cargo 
and liquid cargo can be handled at this berth. 

Health: Standard Health message to be sent to Agents who will make 
the necessary arrangements, every vessel coming in should fly the “Q” 
flag, this is to avoid fines. 

Radio: Advise ETA to Agents at San Salvador 96, 48, 24 and 12 hours 
before arrival. For Telex messages use “WLO"” Mobile. For W/T 
messages use “KSF” San Francisco. 

For Port Control use VHF Channels 16 and 27. (Range 40 miles). 
Hours of operation 24 hours. Call sign: “Acajutla Tower” also R/T on 
2182, 2163 and 2169 kHz. Tugs work on 2182, 2163, 2196, 2638 and 
2738 kHz. 

Radar: There is no Port Radar service. 
Tugs: There are three tugs available with the following power: 800 h.p., 
1,200 h.p. and 1,800 h.p. Tugs lines are used at no extra charge. 


Berthing: 
Pier Berth Depth Remarks 
No. (m.) 
cA 1 9.0 General Cargo, 2x3 ton 
2 10.0 cranes. Liquid cargo 
(Berth No. 1) 
“B" 3 9.1 
4 10.0 General cargo, bulk cargo. 
5 9.1 25 ton crane on Pier “B”. 
6 10.0 
“Cc” 7 14.0 General cargo, liquid 
8 14.0 cargo. No cranes 
available. 
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Stevedores: Arranged by the Agents, and based on information 

in ETA advise, vessels arriving from New Zealand may well be ath, 

port before the cargo plans arrive. Stevedores work round the 

Medical: Doctor available but nearest hospital 13 miles away, Dos, 

will board the vessel, advise the Agents before arrival. 

Tankers: One mooring buoy for tankers. 

Density: Observed density 1025. 

Fresh Water: Available at about 20 t.p.h. 

Fuel: Only available in emergency. 

Provisions: Limited quantity available, 24 hours notice required. 

Fire Precautions: Tugs have fire fighting equipment on board. AS» 

phones on board, contact can be made on VHF with “Acajutla Towe 

Consuls: British Vice-Consul at Sansonate 14 miles away from the por 

Repairs: Minor repairs only possible. 

Dry Dock: No dry dock available. 

Sas Arie Van-Helden (Lloyd's Agents only), San Miguel, Cutys 
inion. 

Gangway/Deck Watchmen: Shore jangway = available a 

recommended due to swell at the port, full deck patrol necessary uty 

night time. 

Hatches: For safety it is better to open and close the hatches with 

ship’s crew, which is allowed at this port. 

Cargo Gear: Ship's gear and shore cranes used depending on whe 

berth the vessel at. 

There are 24 Reefer points in the stacking yard. There are no tone 
units ashore. Containers can be landed on flats. Forklift trucks are we 
maintained. 

Repatriation: Not advisable from this port. 

Airport: El Salvador International Airport is 25 minutes from S» 
Salvador. Daily flights to U.S.A. and other countries. 

Holidays: December 25th, January 1st, also Special Holiday for th 
bey heh August 5th and 6th. (From 1500 hrs. Sth to 1900 hrs. » 
the ; 

Police/Ambulance/Fire: This is covered by the Agent who remains ¢ 
board all the time the vessel is in port, the Agent will require a roomy 
live in whilst he remains on board. 

Services: No special services available. 

Shore Leave: Permitted. 

Identification Cards: Not required, but Crew Members are advised 
carry some means of identification. 

Regulations: No unusual regulations. 

Delays: Vessels have to leave the berth due to swell, this decisions 
left to the Master of the ship. 

General: Vessels alongside the berth, move quite a lot, but the shor 
phys are well maintained. Stevedores will unpack containers on boat 
the vessel. 


SHIPMASTER’‘S REPORT: August 1993. 

Charts: B.A. 660 and 1049. Note: See NP 8 (1.11) for remarks on chy 

limitations. 

Pilot Books: NP 8. (4.64, 4.67). 

Approaches: Cement factory building is a conspicuous white structut 

visible from a great distance. Tanks to the South also conspicuow 

Contact made at 45 miles on VHF Channels 16 and 10. Informatic 

promptly given. 

Berthing: Pilot boarded 1 mile West of breakwater end from slow bi 

well maintained launch with black hull, white and silver deckhouse. Shy 

was scheduled to berth at Berth No. 1. Approach taken very careful) 

as there were ships at Berths No. 2 and 4, as well as one on the news 

eeeerce extension, and a swell was evident as we approached tit 
rth. 

Two tugs assisted, well handied, but of moderate power. 

Ship was held in position as moorings were run and set up, initially! 
and 3 both ends. 

Shore gangway was rigged immediately. 

Clearance: Quick and without problems. 

Swell: The swell was a constant problem. First line parted within an hor 
of berthing, and things became rapidly worse. Four shore moorings wet 
requested on arrival, but because of other ship movements, it was som 
5 hours before they could be set up. In the meantime, another sev 
breakages of mooring lines took place, and it became necessary to re 
the Pilot and tugs to re-secure the ship. Order was eventually restore 
but as the ship was alongside for 4 days, with serious surging all 
time, chafing was a serious problem, and moorings had to be constart) 
attended and repaired. Shore moorings parted at regular intervals, © 
were replaced immediately by the shore gang who were very 0 
Recommendations to use shore moorings should be taken serious) 
even if it appears that there is no swell, and should be arfi 
beforehand and set up on arrival. Cost is U.S.$ 15.00 per rope per 02) 
A sensible order would be for one eda! and one head/stern line 6% 
end. Moorings consist of heavy wires shackled onto substantial ny’ 
or polyprop tails. 

Harbours: Artificial structure, the original part (Pier A and the causeW# 
connecting it to shore) made of large circular cross-section steel cas* 
caissons filled with concrete and rubble. In the section between Pie? 
and Pier B, one of the walls of the caissons has failed, and the fil 
has been washed away by the constant swell breaking on the seawé* 
side. This was not detected until the road collapsed into the cais* 
and now there is a Bailey Bridge over the defective road surface, & 
the seaward side is being augmented with a rock and 
protection. 

The pier extension, to the North of the Berth No. 2, is an all-conct 
construction. Pier B is an open pier with conveyor belt cargo hand 
gear. Berths are well fendered. 

Lines for liquid cargo are built into Pier A and its extension. 1 
include lines for diesel and fuel oil, edible oils and a clean line 
chemicals. This was being used for receiving a cargo of al 
butanol. 

One line is marked “Gas under pressure”. | have not yet found # 
where this connection is, but there is a portable Chicksan-type 
oe on a wheeled trolley parked at the North end of the pier, pr 
lor gas. 


“in, flexible hose. Tanks were 2.5 km. away. Shore line was a 
‘qure of different sized pipelines, the smallest being 6 in., so discharge 
sow, 200 cu.m./hr. with a manifold pressure of 7.5 kg./sq.cm. 
tonnes of fresh water was loaded into a stripped tank for providing 
“yater plug at the end of discharge. 
a » & local travel firm provided an all-day bus tour at reasonable 
for seven of the crew, which was enjoyed. 
Fresh fish is plentiful and prices are reasonable. Prawns and lobsters 


can de obtained. . ees 
Security was NO problem, and all shore people dealt with were civilised 


wz 
' 
swap Discharge: Our cargo of diesel oil was discharged through 


pleasant. . , 
od pier is destroyed — only a few piles remain above water. 
There appears to be a small stone breakwater just North of the 


ignthouse. 


AUTHORITY: Comision Ejecutiva Portuaria Autonoma (CEPA), 

rd de Los Heroes, Torre Roble, Apartado Postal 2667, San 
savador, El Salvador, Central America. Tel: (503) 241133, Acajutla 
93) 523200 or 523145 directly to the Port Manager. 
telex: (301) 20194, Acajutla 27000. FAX: (503) 524100, (503) 524068. 
cables: CEPA. Contact: Salvador Sanabria Mira, Port Manager, 


Acajutla 


LA LIBERTAD: 13.29 N. 89.19 W. 
CLOSED TO CARGO VESSELS SINCE MAY 1976. 


LA UNION (Cutuco): 13.20 N. 87.50 W. (See Plan) 
DOCUMENTS: Consular Documents: 

Only the requirement for visa of shipments of firearms and narcotics, 
which must be carried out at the port of embarkation, remains in force. 
Prior to Arrival: 

Arrival Notice: 

24 hours before the vessel's arrival, notification is submitted in writing 
io the Autonomous Port Executive Committee (CEPA) on the time of 
arval and the number of stevedores that will be needed. The CEPA 
serves as a kind of single shipping agency. In that capacity, it arranges 
‘y entrance and clearance of vessels, payment to other Official 
Agencies and draws up the port account for the ship's Agent. 

information on Cargo for the Port: 

Prior to the vessel's arrival, the following documents are to be 
submitted to CEPA: 

16 copies of the Cargo Manifest. 

1 set of the Shipper’s Manifest. 

1 Mail Guide. 

4 copies of the cargo distribution for each hold. 
1 Stowage Plan. 

1 List of Container Contents. 

14 to 16 Cargo Tally Books, depending on the number of stevedores. 

f this information is not available before the vessel's arrival, it may 
mega at the time of the reception visit (boarding party). 
| val: 


Type of Documents Number and Distribution of Documents 
; Captain of Plant 
Basic Forms Port Customs Health CEPA Total 
General Declaration 1 1 1 1 4 
Manifest 1 2 1 16 20 
Crew List 2 1 1 1 5 
Passenger List 2 1 1 1 5 
Ship's Stores List 1 1 1 1 4 
w's Effects Declaration - - - - - 
Maritime Health Declaration 1 - - - 1 
Mail List as = = 1 1 
Documents: 


Clearance from Last Port 
Consular Manifest 

Set of Bills of Lading 

Distribution 
ents of Containers 
Plan 1 
Cargo Tally Books = = = 14/16 14/16 
arto Departure: The CEPA draws up the clearance permit and has 
Signed by Customs before submitting it to the Captain of the Port. 
. loading and unloading is completed, a representative of the 
Pal of the Port delivers the clearance permit on board. 
OTAGE: Pilot is on the staff of FENADESAL and can be requested 
Ne Port Manager at Cutuco. 
a HORAGE: La Union Bay — up to 34 ft. Approximately 14 Class II 
a large number of Class III anchorage berths are available in the 

Bk t. S Class II berths are in the vincinity of the pier in depths of 
Rp to 30 ft., and approximately 9 more, in depths of 70 ft. to 30 ft., 
lust Westward of Isla Zacatillo. The first area has a mud bottom: the 
cue 'S Sandy and rocky. The large number of Class III berths are in 
Pn Northward of the pier and in the area between the 2 anchorages 
1 Uing Class II berths. The least depth in each of the areas is 25 ft. 
wes @ number of relatively unsheltered anchorage berths of all classes 

Tee outside the harbour in the Gulf of Fonseca. 
ter 24 GONS: Enter any time — preferable on flood tide with draft 
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EL SALVADOR 


MAX. SIZE: Largest vessel that can be accommodated in harbour would 

occupy an anchorage berth with a min. depth of 43 ft. and a diameter 

of 3,300 ft. Largest vessel that can be accommodated alongside wharf 

would occupy a berth with least depth of 25 ft.; length is not a limiting 

factor, although a max. 550 ft. is recommended due to strong currents, 

3—4 knots, and pressure on part of any vessel extending for any greater 

distance beyond length of wharf. 

HEALTH: Disease should be reported. Pratique necessary on each 

occasion. 

RADIO: Direct to Agents or Fenadesal, Telex: 20-194, Area 301, San 

Salvador. Fax: 71-5650. 

TUGS: No tugs required. 

BERTHING: Berthing usually carried out on slack tides due to cross 

currents, up to 3 — 4 knots. The estimated military port capacity is 1,800 

tons of general cargo per day. Port can accommodate 2 standard-type 

ocean-going cargo vessels, and possibly one alternative class T/C (small 

ocean-type tanker under favourable conditions) alongside berths, and 

approximately 14 ocean-type cargo vessels, and a large number of Class 

Ill (coaster-type cargo vessels) at anchorage berths. Ro/Ro pier, depth 

alongside 16 ft. LW. 

STEVEDORES: Prior advice preferable. Stevedore force consists of 

9 gangs of up to 16 men per gang for on-board work. Similar gangs are 

available on pier, and up to 300 labourers, crane and fork-lift operators 

comprise shore gangs. 

MEDICAL: Services available — no special restrictions. 

TANKERS: Drafts 25/34 ft. fore and aft. Tankers of up to 550 ft. in length 

can be accommodated at either side of pier, where adequate 

connections of 6 in. — 8 in. and 10 in. pipelines are located. Largest 

vessel that can be accommodated alongside would occupy a berth with 

a least depth of 25 ft.; length is not a limiting factor, except as noted 

previously. 

FRESH WATER: Four 2 in. connections on each side; volume estimated 

at 10 t.p.h 

FUEL: Bunkers and diesel — can be delivered when berthed. 

CONSULS: Only Honduras is represented. 

REPAIRS: No facilities. 

GANGWAY/DECK WATCHMEN: Not required — National Marines on 
uard. 

PENING/CLOSING HATCHES: Carried out by stevedores. 
CUSTOMS ALLOWANCES: Not controlled, but restricted ashore. 
REPATRIATION: Can be arranged. 

AIRPORT: “E! Salvador”, 102 miles away in the “Comalapa’s Valley”. 
TIME: GMT minus 6 hours. No alterations. 

HOLIDAYS: Easter Thursday, Good Friday. Port not worked only on 
those dates. 

POLICE/AMBULANCE/FIRE: In La Union — Close to the Port. 
TELEPHONES: Available. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Passes for leaving ship to have Master's 
signature. 

GARBAGE DISPOSAL: Garbage disposal not available. Garbage to be 
retained in drums on board. 

WASTE OIL DISPOSAL: Service not available. 

SEAMAN’S CLUBS: None. 

hace ah Local currencies are “Legos”, “La Moneda”, “Argoz” and 
“Corfinge”. 

AUTHORITY: Ferrocarriles Nacionales de El Salvador (FENADESAL), 
Cutuco-La Union, El Salvador. Tel: 64-4200, 64-4055. Telex: (301) 20- 
194. Cables: Fenadesal. FAX: 64-4055. Contact: Rafael Paniagua 
Santos, Port Manager. 

Ferrocarriles Nacionales de E! Salvador, Apartado Postal 2292, San 
Salvador, El Salvador C.A. Tel: 715632, 22-9000. Telex: (301) 20-194. 
FAX: 24-13-55. Cables: Fenadesal. 

Comision Ejecutiva Portuaria Autonoma, Apartado Postal 2667, San 
Salvador, El Salvador. Tel: 98-5477. Telex: 20194. FAX: 24-13-55. 
Cables: Cepa. Contact: Arturo German Martinez, Manager. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engly, 


Equatorial Guinea 


GENERAL 


PIRACY/TERRITORIAL WATERS: Shipmaster’'s Report: Whilst 
steaming from Lagos towards Douala (passing North of the island 
Fernando Poo which is considered the normal route) the vessel was 
hailed at 0640 GMT by Equatorial Guinean Patrol Boat “LP 009” with 
two 20 mm. double automatic guns pointed at vessel. The vessel's 
position was Lat. 03° 48.4’ N., Long. 09° 03.0’ E. (about 10 nautical 
miles from the island). 

An Officer with the rank of Lieutenant and 2 men boarded the vessel. 

They claimed that the vessel had violated Equatorial Guinean 
territorial waters having passed inside the 12 nautical mile limit. The 
Officer wished to take a crew member ashore to prove that the vessel 
had been boarded, but when the vessel's Master protested, the Officer 
claimed cases of whisky as proof. Having no alternative, the vessel’s 
Master was forced to accept and the patrol boat departed 0745 GMT. 


BATA (Including Puerto Nuevo): 01.52 N. 09.46 E. 
(See Plan) 

(A) BATA 

(B) PUERTO NUEVO 


(A) BATA 
SHIPMASTER’S REPORT: 


Roadstead with single point mooring buoy connected to the shore with 
6 in. pipeline, 6 in. hose: (everything in a deplorable state). No tugs or 
Pilots available. Master should have local knowledge when approaching 
berth in hours of darkness. Vessels are moored with 2 anchors forward 
and 2 ship’s lines (plus two 8 in. shore lines) to the single point mooring 
buoy. 5 lengths of 15m. hose available. Preferable stern discharge 
connection to be used. Max. pressure: 4 kg./sq.cm. All grades through 
this line. Linewash of water in between the different grades. There is 
rubber ball for cargo separation. 
ADVICE: 1. In view of the deplorable state of buoy, lines and hose, 
Master should be very careful in mooring his vessel — which has to be 
done by himself — in order not to damage same. 
2. Master should have ship's motorboat ready to run ship's lines to the 
buoy because motor launch, which is supposed to do this is very old 
and liable to breakdown at a crucial moment. 
3. Anchors should be dropped in a position S.W. of the buoy in order 
to stay well clear of the unmarked wrecks, in good holding ground with 
4 to 5 lengths of chain. 
4. Tidal currents move the ship relative to the mooring buoy — so it is 
necessary to heave anchors tight — bearing in mind that the construction, 
etc. of the buoy is very weak. 
5. The buoy carries a light but the light does not work. Anyway mooring 
after dark is not advisable. 
DOCUMENTS: Only a small Customs Post available here: 

1 Cargo Manifest. 

1 Store Manifest. 

1 Crew List. 
CUSTOMS ALLOWANCES: No restrictions — no sealing of bonded 
stores. 
SHORE LEAVE: Allowed by ship's boat. 
RADIO COMMUNICATION: None. Though there are officially coast 
radio stations in this country, they do not operate on schedule. 
Mica’ dap should be sent via coastal radio stations of other countries. 

lo A 

Also see “Purser's Report’, Malabo. 


SUPERINTENDENT'S REPORT: August 1993. 


Vessels over 150 m. LOA should utilise the outer buoy. 

Vessels can berth port or starboard side to, but should proceed slowly 
and carefully. The Pilot only speaks Spanish. 

The anchor (7 shackles) and mooring buoy are used when berthing. 


Prepare 2 mooring lines (minimum length 150 m.) aft to run to the buoy. 


After dropping the anchor, the mooring boat (launch) runs lines to the 
buoy. The launch then runs a line aft to the shore. When line is ashore, 
slack lines on buoy and anchor chain until vessel is 3.0 m. from the 
wharf. 

Final moorings consist of 3 head/stern lines and 2 breast lines fore 
and aft. 

No fenders available. 

Shore gangway used. 

Swell makes vessel roll up to 4°, especially in late afternoon. 


(B) PUERTO NUEVO: 01.49 N. 09.44 E. 


Situated about 1 mile South of the mouth of the Rio Ekuku. This is quite 
a new jetty — developed in 1973 — shaped like the letter “L”, where the 
long leg of this “L” is connected to the shore and 4 dry cargo vessels 
can moor alongside the short leg in about 14 m. of water. Every vessel 
has on her off-shore side 2 mooring buoys to assist in mooring and 
unmooring. No tugs available. Though it is stated that a Pilot is available, 
this information should be treated as unreliable. The pier is used for the 
discharge of general cargo and the loading of logs and sawn wood. 
According to information received this jetty will be made available to 
tankers for discharge of oil products. 
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DOCUMENTS: See “Part — A". This new jetty falls under the jurisdic, 
of Bata Authorities. 
RADIO COMMUNICATION: See ‘Part — A”. 


SHIPMASTER’S REPORT: October 1979. 


Documents: 
Crew List 6 copies (vessel's care) 
Passenger List 6 copies (vessel's care) 
List of Ports of Call 6 copies (vessel's care) 
Crew Declaration 6 copies (vessel's care) 
Stores List 6 copies (vessel's care) 
Cargo Declaration 2 copies (vessel's care) 
Arms & Ammunition 2 copies (vessel's care) 
List of Narcotics 2 copies (vessel's care) 
List of Animals on Board 2 copies (vessel's care) 
Vaccination List 2 copies (vessel's care) 
Cargo Manifest for 6 copies (vessel's and 
discharge cargo loading port 
Agent's care) 


Authorities boarded the ship on the Roads. 

Pilotage: Pilot is available, native, has knowledge of local currents ay 
winds, otherwise is not skilled. Speaks only Spanish. 

Anchorage: Half a mile West of the breakwater or further in depths tm 
12 to 25 m., sand, the holding ground is good but swell can be heay 
Restrictions: Berthing possible only during daylight. 

Barthing: The jetty can accommodate four ships, two on each side by 
at present all mooring buoys are removed, except Buoy No. 8. For thy 
reason only ships equipped with stern anchor could be moored outsi¢ 
to keep herself (with anchor) clear from the breakwater owing to swe 
current and wind from S.W. Also the inner berth is not protected agai 
the swell, because the breakwater was constructed of concrete pil 
According to information the mooring buoys will be replaced in ne 
future. 

Loading/discharging with ship's gear, no shore cranes available. ( 
pean can be discharged by pipeline connected with shore storay 
tanks. 

Stevedores: Available, arranged through Agent of shippers/receivers 
Medical: Hospital facilities available, but there is total shortage of drug 
Fresh Water: Available from quay. 

Opening/Closing Hatches: Normally done by crew. 

Customs Allowance: No limit. No sealing of bonded stores. 
Airport: There is an airport close to Bata with flights to the capt 
(Malabo) and Douala. 

Time: GMT plus 1 hour. 

Currency: Ekuela. 

Stores: Not available. 

Shore Leave: No restrictions. Identification cards not needed. 


SHIPMASTER’S REPORT: June 1990. 
Buoys: See “Plan”. 
4)" 


Buoy No. Missing. 

Buoy No. 2: Estimated displaced 15 m. North, 120 m. off whar 

Buoy No. 3: Estimated displaced 50 m. North. 

Buoy No. 4: Missing. 

Buoy No. 5: Estimated 110 m. off. Hook collapsed on a vess#! 
sailing manoeuvre this year. 

Buoy No. 6: Missing. 

Buoy No. 7: Estimated 100 m. off and 50 m. South of Jetty Hee 

Buoy No. 8: Partially sunk. 


General: Pilot has an assistant who boards and speaks some Engi 
Customs seal Bond. 
Currency is C.F.A. 
There are 2x25 tonne mobile cranes for working vessels a 
3x23 tonne cranes with short jibs for working in the stacking area. 


SHIPMASTER’S REPORT: February 1991. 

Approaches: Jetty shows up well on radar, being identified sor 
16 miles to seaward. There is a solar powered light on the pierhet 
operating with a range of about 5 miles. Shoal water off the river moe 
is extending and there are 2 conspicuous wrecks also off the river moe 
Buoyage: All buoys are being landed for overhaul. The following buoy 
were found to be on station and have been overhauled: 

No. 2 — 200 m. off wharf. 

No. 5 — 200 m. off wharf. 

No. 7 — 100 m. off wharf and 50 m. South of jetty head. 

Jetty: Fendering in poor condition. Most wood piles are missing or hat 
broken off under the jetty. Bollards are in good order. 

Tankers berth starboard side alongside at South outer, pipelines ha" 

now been repaired and are in use. 
Berthing: Outer berths: Drop offshore anchor, usually 6 shackles, a 
send stern line to buoy. Recommended moorings are 4 head lines 
4 stern lines with 2 backsprings each end. Two lines to buoy aft with ® 
long a drift as possible on shore lines as the surge is sometiné 
considerable, especially May to September. 

Inner berth: At present only the Northern one is in use. One line tre 
both bow and stern to buoy, otherwise same as outer berths. 

It must be emphasised that the mooring boat is poorly handled # 
sometimes takes a long time to land ropes. Early morning is the be 
time for berthing, before the wind gets up. 

Pilotage and normal cargo hours start at 0700 hrs. 


SUPERINTENDENT'S REPORT: August 1993. 

Chart: B.A. Chart No. 1428. 

New Port — Position: 01° 49.5’ N., 09° 44.5’ E. 

Safe Anchorage: 01° 49.5’ N., 09° 43.5’ E. 

Berth: A new L-shaped whart of 320 m. length was constructed in 18 
Pilot: Local Spanish speaking guide. 

Tugs: No tugs available. One mooring launch available. 

Fresh Water: Not available. 

Fuel: Not available. 


seyisions: Not available. 
"Small workshop, but no repair facilities. 

- rs: No facilities. Geared vessels only are handled. 

“argo Handled: Logs and sawn timber. 

<vedores: 4 experienced gangs available. Working hours: 0700 hrs. 
Seo hrs., 1300 hrs. — 1800 hrs. and 1800 hrs. — 2200 hrs. (overtime). 

ys and holidays are worked at overtime rates. 
.ward Clearance: National flag and “Q" flag to be flown. - 
ments to include Crew List, Stores List, Arms and Ammunition 

it and Drugs List (6 copies of each). D.. 

““yi Seaman's Books are held by the Port Authorities. 

ay the time of Outward Clearance, all shore passes are collected and 
any are lost, there is a fine of U.S.$ 60.00 for each one lost. 
vedical: Poor facilities in Bata (7 km.). a ‘ 

yellow Fever and Cholera Vaccination Certificates required for all 
sew members. sie rt 
Arport: Small aeroplanes fly to Douala, Malabo and Libreville. Distance 

12 km. 

oer ications: Telegraph office in Bata. Telex, telephone and Fax 
svailable in Agent's office, but not reliable due to power cuts. Sometimes 
ere is NO Means Of communicating for weeks. f 
ioading Rates: If only one ship in port, cargo is ready, ship has good 
wanes, and stowage is not a problem, the rate can be 2,000 cbm 
working 0800 hrs. — 2200 hrs.). On an average day, with more than 
me ship in port, etc., the rate is 800 cbm — 1,000 cbm. i 

Cargo is not usually ready, as shippers wait until vessel arrives to pay 
eport taxes, and the documents require 19 different Government 
Departments’ approvals. ; 
Port Authority: Promoport. Joint venture of private Italian company and 
te Government, Italian manager. Promoport can be contacted on VHF 
Channel 16. 

ents: Promomar. Joint venture of above companies. Office in port 
area on VHF Channel 16 throughout 24 hours. 


MALABO (formerly Santa Isabel): 03.46 N. 08.48 E. 


Situated on the Island of Bioko (formerly Fernando Poo), Capital of the 
Republic of Equatorial Guinea. 
DOCUMENTS: 

9 Crew Lists. 

3 Stores Manifests. 

3 Crew Declarations. 

2 Lists of Arms and Ammunition. 

4 Lists of Ports of Call. 

2 Passenger Lists or negative. 

GENERAL: No tugs. 

PILOTS: Effectively none. Only a locally informed inhabitant of this port 
comes on board to inform the Master, he is equipped with a large scale 
Spanish chart of this bay, but he has no nautical knowledge and he 
does not know how to handle a ship. 

‘ote: 1. Masters should bear in mind that they have to manoeuvre and 
moor the vessel themselves. 

2. In view of the continuous breakdowns (and insufficient power) of 
Ne mooring-launch it is absolutely necessary to have the ship’s motor 
soat at stand by to run the ship's mooring-lines ashore. 
ARRIVAL/DEPARTURE: Between 0600 hrs. and 1800 hrs. 

TANKERS: See “isla de Bioko Terminal”. 

DRY CARGO VESSELS: Berth at a new jetty on the West side of the 
tay. No cranes available. 

ADVICE: 1. Masters should be very careful when dropping their anchors 
4 some vessels (Men of war) moor with their sterns to the dry cargo 
ely and have their anchors in the middle of the bay. These anchors 
#8 very easily fouled by incoming vessel's anchors. A useful suggestion 
mght be to put anchor buoys on the anchors in order to show another 
"coming ship their position. 

2. Because it is quite difficult to manoeuvre a tanker around in this 
‘ay without any tug assistance, it should be borne in mind that when 
he wind is over Force 2 manoeuvring with a sizeable vessel is apt to 
ater, and no assistance can be expected from any quarter. 
DEPARTURE: Vessels are free to leave within mentioned hours without 


RADIO COMMUNICATION: See “Bata”. 
CUSTOMS ALLOWANCE: No limit — no sealing of bonded stores. 
SHORE LEAVE: No restrictions, but with own motor boat. 
pl Equatorial Guinea Peseta = Spanish Peseta. 

RVICES: M.A.C. Guinea S.A. offer the following services: Agency, 
Stevedoring, Srlpstl p chartering, heavy lift and liner parcel facilities, 
Sp management and freight forwarding. 


PURSER’S REPORT: 
Documents: 

3 Crew Lists. 

3 passenger Lists (Marked “none” if no passengers on board). 

Customs Declarations. 
: Stores and Provisions. 
; ‘ote and Ammunition. 
accination List (Cholera and Yellow Fever). 

Sion argo Manifests. 
pm were purchased at this port, advise top up prior to 
Mal Advisable to send to next big port. 
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EQUATORIAL GUINEA 


SHIPMASTER’S REPORT: May 1984. 

Pilotage: There are no Pilots at Malabo. Masters are expected to berth 
the vessel themselves on receiving instructions from Agents via VHF to 
proceed to the berth. If requested an Agents’ representative may board 
the vessel but they are not persons with nautical knowledge and can be 
helpful only in communicating with the mooring boat. 

Berth: The general cargo berth on the S.E. side of the bay is 200 m. 
long and fitted with good fenders. Depths alongside vary from 6.0 m. at 
the extreme S.E. end to about 7.0 m. one third of the length from the 
end and nearly 9.0 m. at the N.W. end of the pier. 

There is no definite draft restriction but a vessel with a maximum after 
draft of 24 ft. can safely berth alongside. Off the pier the water is deep 
with depths of 14 m. to 17 m. 

Berthing Procedure: Vessels berth starboard to without using anchor. 
After passing the red buoy about 20 m. off to port swing to starboard to 
bring vessel as close to and as parallel to the pier as possible. Mooring 
boat takes the ship's lines ashore. 

Unberthing Procedure: Using headline and forward springs swing vessel 
off pier sufficiently to drop astern to the centre of the bay. Then swing 
using engines to proceed out. (Note: It is advisable not to attempt 
berthing or unberthing if the wind is unfavourable, particularly with large 
vessels. There are no other craft in the port other than two mooring 
boats). 

Cargo Handling: Vessels discharge cargo using their own gear. There 
is one small wooden barge fitted with outboard motor for handling small 
consignments. There are no lighters or towing boats or tugs in Malabo. 
Radio Communications: All the radio stations in Equatorial Guinea are 
unreliable and mostly not operating. Messages should be sent via 
Douala or some other major coastal station. 

Lights: None of the lights shown on the chart were functioning. At night 
only vessels with radar should approach close. There has been a 
complete breakdown of the power supply to the town of Malabo for 
8 weeks. It is uncertain when the power supply will resume. 
Consulates: Spanish, Belgian, French, American, Russia and 
Cameroon. 

Fresh Water: Available, laid on to the pier, good pressure. 


SHIPMASTER’S REPORT: June 1990. 

Anchorage offshore: At least 7 cables clearance reduces considerably 
the number of sand flies at night. 

All navigational lights working as per Light List, Volume “D”. 

Leading beacons for entrance now painted red with white bands. The 
Easternmost of the two prominent white advertising boards lies nearly 
between the two beacons. 

The Pilot was competent and cautious, usually only berths vessels, 
Heed lorag starboard side alongside using port anchor, he speaks good 

nglish. 

Fresh water available, but should always be treated. 

No difficulty sailing, except if wind is strong, stern sprung off, and 
vessel turned round in bay. Strong winds usually moderate quickly, and 
less effect is felt in the bay. 

The two buoys formerly marking the shoals, either side of the 
entrance, are stowed on the wharf. There are said to be plans to replace 
them. 


SHIPMASTER’S REPORT: February 1991. 

Entrance: When entering the port vessels should avoid going to 
starboard of the leading line as deeper water will be found slightly to 
port of the line. There is sometimes a moderate set across the entrance 
and the direction could be either Easterly or Westerly. 

The upper leading light is not particularly ae eae at night due 
to background lights, however, using a radar bearing on the mole 
presents no difficulties. 

Pilotage: Pilot will board from 0700 hours until nightfall. 
Berthing: Pilot prefers to berth starboard side to, however port side to 
presents no difficulties and in some cases is preferable. 

Sometimes there is a moderate set out of Ensada da Venus which 
can render berthing at the seaward end of the wharf difficult if the 
vessel's bow extends beyond the end of the wharf. 

The Pilot/mooring boat is reasonably reliable and efficient and can be 
used to push or tow, having reasonable power for the calm conditions 
normally found inside the bay. 

Facilities: There is a 25 tonne forklift with a 20 ft. container frame for 
moving containers. A mobile crane, said to be of 100 tonnes capacity, 
should be operational early in 1991. 

Departure: This is comparatively easy, however observing the trend of 
the current around the bay shortly before letting go is advisable as it 
sometimes reverses due to prevailing conditions outside the entrance. 


PUNTA EUROPA MARINE TERMINAL (Isla de Bioko): 
03.47 N. 08.43 E. (See Plan) 


DOCUMENTS: 
4 copies Crew List. 
4 copies Passenger List. 
4 copies Arms and Ammunition List. 
4 copies Narcotics List. 
4 copies Animals and Livestock List. 
4 copies Stores List. 
4 copies Ports of Call List. 
4 copies Vaccination List. 
4 copies Crew Declaration. 
4 copies Maritime Declaration of Health. 
4 copies Clearance from Last Port. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle, 


PILOTAGE: Walter International Equatorial Guinea (WIEG) presently 
provides a European Pilot/Mooring Master, to assist and advise the 
ship's Master with the berthing and unberthing of the vessel at this 
Terminal. The services of this Pilot/Mooring Master are provided with 
the express understanding, and on the condition that, while onboard for 
the purpose of assisting the vessel, the Mooring Master becomes, for 
such purposes, the servant of the Owners and/or Charterers of the 
vessel, and that the ship’s Master shall remain solely responsible for 
the safety and proper manoeuvering of the vessel. Neither Walter 
International Inc., or Walter International Equatorial Guinea, shall be 
responsible for any damage or injury resulting from the advice and 
assistance given by such Mooring Master. 

ANCHORAGE: No designated anchorage exists at present, but due to 
the presence of a high pressure gas pipeline in the vicinity of the berth, 
and due to the fact that shoal water has been reported in the bay between 
the berth and the port of Malabo, Masters are recommended to anchor 
to the North of Latitude 03°47’'N., and to the East of Longitude 
08° 44’ E. The bottom consists of mud and black volcanic sand with 
good holding in 135 ft. of water. 

NAVIGATION: A 10 in. diameter 3,500 p.s.i. high pressure gas pipeline 
runs from a position on the shore at 03° 47.083’ N., 08° 43.166’ E., 
thence in a curve through position 03° 48.0' N., 08° 43.4’ E. to an 
offshore production platform in position 03°58.7'N., 08° 32.9’ E. 
Anchoring in the vicinity of this high pressure gas line is extremely 
dangerous and is prohibited. This line is marked in the vicinity of the 
berth by a lighted red/yellow horizontal striped spar buoy, located to the 
Eastward of the pipeline. A 24 in. diameter export pipeline runs from the 
shore at 03° 47.083’ N., 08° 43.166’ E., thence in a straight line to a 
position 03° 47.1584’ N., 08° 43.6288' E. The pipeline end manifold 
(PLEM) is marked by a yellow spar buoy close to the Westward of the 
manifold. 

A conspicuous flare is located 0.25 miles from the Punta Europa 
Lighthouse. 

RESTRICTIONS: Vessels will only be berthed and unberthed at this 
Terminal during daylight. 

MAX. SIZE: Presently 60,000 tons d.w.t. (LOA 700 ft.), although larger 
vessels may be handled in the future. No restrictions on draft or beam. 
HEALTH: Malaria Precautions: Bioko Island has a high incident of 
Chloroquine resistant Malaria, and full preventative measures should be 
taken. Mefloquine (Larium) is the prophylaxis of choice. 

RADIO/VHF: Communication Prior to Arrival: A vessel nominated to 
load at this Terminal should advise its local Agent of its ETA upon sailing 
from its last port of call, then again 72, 48 and 24 hours prior to arrival. 
The Agent will keep WIEG informed accordingly. When the vessel is 
within about 20 miles of the Terminal, contact should be attempted on 
VHF Channel 16. When initial contact has been made, the Terminal will 
designate another secondary channel for further communication. The 
Terminal Gas Plant can be contacted on VHF Channel 66. 

TUGS: 1 1,200 h.p. line handling tug with a 12 ton bollard pull is used 
for running and tripping the mooring lines from the mooring buoys. This 
tug will assists in the mooring of the vessel as directed by the Mooring 
Master, and will remain on location in close proximity to assist as 
required whilst the vessel is in the berth. 

BERTHING: The berth consists of a Four Point Buoy Mooring located 
1,500 ft. offshore in 130 ft. of water that allows vessels to be berthed 
heading in either a N.W'ly (295° heading), or a S.E’ly (115° heading) 
direction, depending upon the weather/tidal condition prevailing at the 
time of berthing. The vessel will be secured to 4 mooring buoys with 
one buoy located on each bow, and one buoy located on each quarter. 
These mooring buoys are designated P1, P2, S1 and S2. 

The number of mooring lines/wires used to secure the vessel to each 
buoy will be dependent upon the size of the vessel, the prevailing 
weather/tidal conditions, and the type/size of mooring lines that are 
available onboard. Typically, 3 ship's lines will be used in securing the 
vessel to each buoy. All mooring wires should have synthetic tails 
attached to each wire, otherwise they will not be acceptable. 

The vessel's offshore bower anchor may, or may not, be used in 
berthing. On completion of mooring, the vessel's main engines and 
steering gear should be kept available on standby, for use if required. 
No repairs to the vessel's engineering plant will be permitted, if such 
repairs limit the power availability in any way. 

LOADING: Responsibility: The ship's Master shall be responsible for 
the vessel at all times. The Mooring Master will advise with respect to 
the hose connection/disconnection, loading pressures, loading rates, 
A.P.1. and cargo temperature. Other than this he will not direct the 
vessel's operation in any way, except to protect the Terminal's facilities. 
The Mooring Master will prohibit or suspend cargo loading operations 
should any danger appear to exist, or should there be any breach of the 
Terminal, |SGOTT or IMO Regulations. 

Hose Handling: The hose may be handled on either side of the vessel, 
depending upon the heading of the ship in the berth. As the heading 
will be unknown until just prior to berthing, the vessel should arrive with 
both midships hose handling derricks/cranes rigged, and be prepared 
to handle the hose on either side. The actual heading will be advised 
by the Mooring Master, just prior to boarding. The vessel should be 
prepared to present 1x 12 in. 150 ASA hose connection for mating with 
the Terminal’s submarine hose. 

The cargo derricks/cranes with associated equipment and fittings 
should have a S.W.L. of 7 tons or greater for handling these hoses. 

The cargo is loaded through 112 in. submarine hose that is lifted 
from the sea bed, and is connected to the vessel's manifold connection 
by the ship's crew under the guidance of the Mooring Master. The hose 
tail is marked by an orange pick-up buoy, which is in turn connected to 
the submarine hose by 135 ft. of 1.25 in. diameter chain. The hose has 
a gross weight of approximately 9,000 Ibs. when suspended 20 ft. above 
the ship's rail, and a variety of miscellaneous rigging items, such as 
assorted wire strops, shackles, rope slings, chain falls, etc., of suitable 
S.W.L. should be made available for use in connecting the hose. 
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Ballast: No dirty ballast reception facilities exist at this Terming, 
vessels nominated to load should arrive with clean or segregated 
onboard that may be discharged overboard. The vessel should 
sufficient deadweight, and be in a suitable trim for safe Manoeuver, 
given the prevailing conditions. 
Cargo Specifications: ‘Alba Condensate", API at 60° (typical) ~ 5) 
density at 15°C — 0.7654, loading temperature 80° — 90°F. 
Loading: The cargo will be loaded by gravity from the Terminal's 
facilities via the 1x12in. submarine hose at a maximum raje, 
approximately 15,000 bbis./hr. Prior to commencing loading, th 
Mooring Master will advise the ship's Master of the exact product sp 
the approximate loading temperature, and the nominated quanti tr 
vessel is to load. It will be the vessel's responsibility to determine 
this quantity has been lifted and to tell the Mooring Master to inform», 
Terminal to stop loading. 
Important: Do not, under any circumstances, close the ship's vais 
or the submarine hose tail valve against the incoming flow of prody, 
On completion of loading, the Terminal will close their valves first, ay 
then advise the Mooring Master when to tell the ship to close their vais. 
Ship/Shore Communication during Loading: This will be carried outy 
a VHF channel that will be designated by the Mooring Master, and ty 
vessel's main VHF units should be readily available and accessible) 
this purpose if required. In the event of a communications failure ye 
the Terminal, loading may be suspended by blowing a series of shy 
rapid blasts on the ship's whistle, to alert the Terminal staff of the faily, 
Cargo Inspection: Two Government Petroleum Ministry Officials, ty 
Customs Inspectors and a Cargo Surveyor will inspect the cargo tani 
and determine the OBQ quantity prior to commencing loading. They 
Officials will stay onboard throughout the loading, gauge the tanks upy 
completion of loading, and will require food and accommodation. Tk 
ship's measurements, barrels, cubic meters, long tons and metric toy 
will be used for Bill of Lading purposes, and all the commer 
documentation will be completed by the Mooring Master prior to bir 
leaving the vessel. 
FRESH WATER: Not available. 
FUEL: Not available. 
REPAIRS: Not available. 
STORES: Very limited. 
REPATRIATION: Possible. The Malabo Airport is served by an |bew 
jet service once a week, with a flight directly to Madrid. This flight arrive 
at 1500 hrs. on Sundays, and departs again at 1600 hrs. 
Alternative travel to Europe is possible through Douala, which; 
served by four local flights a week. A departure tax of CFA Franc 5,0) 
(U.S.$ 10.00) is required at both Malabo and Douala Airports. 
TIME: GMT plus 1 hour. 
GENERAL: Weather: There are two distinct seasons, the rainy seaso: 
where it rains a lot, which extends from about May through to Septembe 
and the dry season, where it does not rain quite as much and exten 
from December through to February. The variable season between ty 
wet and dry seasons occupies the rest of the year. 
Currents: Offshore, the current generally sets from the West towart 
the East at variable rates throughout the year. Inshore, in the vicinity: 
the berth, a strong counter current flows from the East towards the Wes 
at rates in excess of 2 knots. This counter current is more pronounce 
during the rainy season, and becomes weak and variable during the 0) 
season. 
DEVELOPMENTS: An LPG plan with a fixed alongside dolphin berth: 
planned in the near future. 
AUTHORITY: Operators: Walter International Equatorial Guine 
B.P. 742, Malabo, Equatorial Guinea. Tel: (240) 9-2736. FAX: (240)¢ 
2746. Inmarsat: 1515245 (Telephone or Fax). Contact: Capiar 
A. Cumpstey, Marine Manager. 


4 


Eritrea 
ASSAB: 13.01 N. 42.44 E. (See Plan) 


T LIMITS: A line drawn from Ras Gombo to the Northern point of 
umm al Baher (Islands) to Southern point of Umm al Baher, then to Ras 


marcanah. 


UMENTS: 

5 Manifests for Transit Passengers and passports. 

5 Manifests for Landing Passengers and passports. 

5 Crew Lists. ae ‘ 

+ Complete Crew Provisions List. 

+ Crew Personal Effects List. 

1 Store List. 

6 Cargo Manifests. as ; ; 
pILOTAGE: Compulsory Pilots take tankers in and out of oil harbour 
only during daytime. Pilots embark about 1 mile N.N.E. from Northern 
extremity of breakwater. Commercial harbour gives 24 hour service. 
vessels calling Assab must advise Agent through Assab Coastal Radio 
Station by call sign ETC. Assab Radio Signal Station is available. 
ANCHORAGES: Assab Bay provides good anchorage in 42 ft. to 48 ft. 
of sand and coral bottom, good holding ground. Generally weather in 
Assab can be divided into two: Summer time and Winter time weather, 
during Summer (May—September) Northerly wind blows with a maximum 
force of 3/4 BS. During Winter time (October-April) South-easterly local 
monsoon winds blow usually 5/6 BS but reaching Force 7/8 BS during 
daytime and generally drop at night. This 7/8 BS force is mainly 
experienced about December to February. 

RESTRICTIONS: There are 2 entrances, the North and the South 
entrance, the depth at the entrances is 38 ft. Least width 1,300 ft. 

Vessels of any size enter or leave port during hours of darkness except 
tankers, and vessels carrying dangerous cargo. In these cases, where 
vessels are carrying explosives or other dangerous cargoes, Agents of 
calling vessels must notify the Port Office in advance of discharging and/ 
or loading of explosives. Inflammable and other highly dangerous 
cargoes in commercial harbour are permitted from 0600 to 1800 hrs. 
local time. 

MAX. SIZE: Largest vessels which can enter commercial harbour 
180 m. LOA, 80 ft. beam, 33 ft. draft. 

HEALTH: Quarantine and sanitation services available. Quarantine 
officer boards arriving vessels and necessary medical clearance given. 
RADIO: Coastal radio station available (a) Position Lat. 13°01’ 24” N., 
Long. 42° 44’ 38” E. 

(b) Coastal radio station in service for 13 hours per day 0700 hrs. to 
2200 hrs. Call sign ETC. Transmits traffic lists on 489 kHz after a 
preliminary announcement on 500 kHz, 30 minutes past each odd hour 
starting at 0500 and ending 1700 hrs. (0530, 0730, 0930, hrs. etc.). 

(c) Transmit traffic lists on 6509 at 0500, 0900 and 1300 hrs. and 
searches 6265.5 — 6280.5 between 0515 — 0600, 0915 — 1000, and 
1315 — 1400 hrs. 

(d) Transmit traffic lists on 8618 at 0700, 1100 and 1500 hrs. and 
ates 8354 — 8374 between 0715 — 0800, 1115 — 1200 and 1515 — 
1 rs. 

(e) Rates shall include station charges and charge of transmission 
over telecommunication network within Eritrea. 
lt ee ship letter telegrams (SLT) from ships for delivery in 


(9) For radio telephone service. Station keeps watch and replaces 

on 2182 for radio telephone service at 0615 — 0700, 0815 — 0900, 1015 
- 1100, 1215 — 1300, 1415 — 1500, 1615 — 1700hrs. and transmits 
traffic same hours on 4379.3. Service hours will be extended to 24 hours. 
VHF: VHF system is in operation in the port area. 
TUGS: Tug service compulsory for ships over 300 n.r.t. 3 tugs of 600, 
1,200 and 1,400 h.p. attend ships during arrival and departure. 
BERTHING: 

(a) North Half Jetty 1,620 ft. length, 36 ft. depth. 

(b) South Half Jetty. 

(i) 1115 ft. length and 33.8 ft. depth. 
(li) 459 ft. length and 29.5 ft. depth. 
(ili) 164 ft. length and 19 ft. depth 

Fenders are good and protect ships from impact; harbour is modern 
and has modern breakwater 711m. length. 7 large vessels can be 
accommodated at a time. In addition stern ramp ro/ro vessels are 
accommodated at the ends of the North and South Jetties. 

Salt Loading Terminal: Located 1.7 miles from the Commercial Harbour, 
Salt loading ships drawing up to 33 ft. are berthed at this terminal using 
; an and mooring to buoys and dolphins. Not in use at present 
STEVEDORES: 14 stevedoring agencies, any kind of cargo can be 
dscharged and loaded. Skilled labourers and loading/discharging 
capacity are respectively 30-15 t.p.h. Crane lift capacity 50 tons. 
ae working hours: 0700 to 0600 hrs. (23 hours a day). 

DICAL: 1 hospital in town and clinic in port. When sick person on 
doard, hoist (by day) International code flag “W”, (by night) 3 lights in 
vertical line upper one red, and middle and lower, white lights. Doctor 
May be called on board at any time to attend sick crew or passengers 
TANKngement with Agents. 

Piepl oP Oil harbour about 1.5 miles S.E. of commercial harbour with 
a oom Crude oil discharging terminal 500 m. from Southern end of 
a ater open sea buoy berth — tankers of 800 ft. length, and 36 ft. 
di on be accommodated. Diameter of pipeline for loading and 

Scharging black products — 16 in., white products 10 in. 
yi ankers at the Shell Berth are moored by dropping 2 anchors and 
omar 2 ropes from each quarter to the buoys, and 1 rope from each 
cee €r to the dolphins. All grades of oil in bulk discharged into shore 
nw @g€ tanks from this harbour, and fuel oil is discharged from the 
“ommercial Harbour. 

Mobi S820: the petroleum installations are of Shell Red Sea Co. and 
il Oil East Africa Co. 
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DENSITY: At berths is 1030 while the tides are negligible for all seasons; 
max. 1 ft. 
FRESH WATER: Available. Supplied upon request by Agent and can 
be delivered at 60 t.p.h. 
FUEL: All grades available, at commercial harbour. Advance notice 
necessary. Rate of 300 t.p.h. 
FIRE PRECAUTIONS: Modern fire brigade. 
CONSULS: Only Italian Consulate in Assab. 
REPAIRS: Minor repairs can be carried out at Port Office workshop. 
GANGWAY/DECK WATCHMEN: Watchmen on deck necessary, and 
rate arranged as per agreement of employer and employee. 
OPENING/CLOSING HATCHES: Normally carried out by stevedores. 
CERTIFICATES: All ship's International Certificates should be on board. 
CUSTOMS ALLOWANCES: Tobacco, 400 cigarettes. Wine and/or 
spirits: 1 litre or bottle of spirit. 
CARGO GEAR: Different types of certified cargo handling equipment 
available. 
REPATRIATION: Possible. 
AIRPORT: 15 km. from Assab. 
TIME: GMT plus 3 hours. 
POLICE/AMBULANCE/FIRE: Port Police Tel: 60049; Hospital Tel: 
60119; Port Office Fire Brigade Tel: 60102. 
GENERAL: 1 modern hotel and 1 motel available in town. 
SHORE LEAVE: Crew allowed ashore, with boarding passes. 
IDENTIFICATION CARDS: Needed. 
DEVELOPMENTS: Berths No. 13 and 14 to be dredged down to 12.0 m. 
from the current 10.0 m. 

Deepwater berth with length of 500 m. to be constructed. It will have 
heavy duty paving and will be used for handling containers. No cranes 
on order at present. 


SHIPMASTER’S REPORT: January 1983. 
VHF: VHF system is installed. Call sign “Assab Signal Station”. Working 
Channel 12. 
Medical: No dentist available in city. 
Fresh Water: Available in emergencies only, Port Authority advises that 
all vessels should take sufficient water at previous port. 

We advise that water should be purified before drinking. 
Repairs: Not possible. No oxygen or acetylene available. 
General: No spares of any description available. Provisions can be 
supplied in small quantities. 


SHIPMASTER’S REPORT: February 1985. 

Documents: No cargo documents whatsoever were received by Agent 
prior to ship's arrival. The day after arrival at the roads, the Agent came 
on board to collect a full set of cargo documents. This procedure seemed 
to be a fairly normal practice on ships other than regular liner ships and 
tankers arriving at Assab. 

After having berthed, Authorities came on board to collect 5 Crew 
Lists, 3 Stores’ Declarations and 3 Crew's Effect Declarations. Ship's 
Certificates were not examined. Ship's lockers with tobacco and spirits 
pe sealed by Customs. Beer-store not sealed. No search of crew 
cabins. 

Pilotage: Signal station working VHF Channels 16 and 14, giving 
berthing instructions and other information. Also signal station is most 
willing to pass any messages to Agents, etc. 

Pilot boards ships on the roads approx. 0.5 miles off the breakwater. 
2 Pilots are serving the port. This ship was handled by the Chief Pilot, 
who is very skilled in handling ships, making effective use of wind when 
berthing/unberthing/shifting ships in port. 

Anchorages: Ship arrived on the roads 14th January, 1985 and was at 
anchor for 18 days. In that period the wind blew during the night with 
Force 4/5 from S.E., shifting E.S.E. Force 6/7 during daytime — often 
reaching Force 8. Holding ground good. 

Restrictions: Draft restriction 33 ft., but Pilot advised me that 34 ft. has 
been handled. The problem is not the depth alongside the pier but a 
small patch of sand close to the breakwater, with a minimum depth over 
it of 35 ft. Ships with the deepest draft are berthed at Pier No.1 (The 
outer end of the Northern Pier). 

Health: After arrival in roads, ships are called by a Quarantine Officer 
on VHF Channels 16/14, who asks relevant questions such as last port, 
crew members on board, if any sickness, gross/net tonnage. If satisfied 
with answers ship is granted Free Pratique. 

Radio: Assab Radio (ETC) was impossible to use during voyage to 
Assab, and all messages were passed via Aden Radio (7OA). After 
having anchored at Assab Roads, Assab Radio did answer and arrival 
message and Notice of Readiness were sent via ETC. 

Tugs: Tugs meet ships inside the breakwater. 1 tug built 1979 and 1 built 
1981, respectively 1,200 and 1,400 h.p. Both of them are working very 
effectively. Large ships are normally berthed at Pier 1 or 2 — the outer 
ends of piers — bow heading out. An anchor is used to hold the ship's 
bow while tugs are pushing the ship into position. 1 larger tug and 
1 smaller tug were seen in the port, but they were not in use during our visit. 
Cranes: On the Northern pier there are 9 cranes, and on the Southern 
pier 7 cranes. All were electric cranes working well and well maintained. 
2 of the cranes on each pier are 20 ton capacity and the others 6 ton. 
At least 3 mobile cranes were seen, one with capacity up to 60 tons. 
Bulk Cargo Facilities: Bulk grain is discharged by grab to portable bag 
filling equipment on the pier. Capacity unknown. Simultaneously, dump 
trucks are used to carry bulk grain from ship to warehouse. 2 cranes 
are normally used and an outturn of 2,500 tons is said to obtainable. 
Stevedores: Agents arrange gangs. Shifts worked: 0600 hrs. 
— 1400 hrs., 1400 hrs. — 2200 hrs., 2200 hrs. — O600 hrs. It seems 
normal practice that all ships work around the clock with maximum 
possible gangs. 

Density: 1023.5. 

Fresh Water: Available but in very limited quantities, 10 to 30 tons per 
ship only. Quality said to be poor. 
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Watchmen: Gangway watchman compulsory. One watchman works 
from 0600 hrs. to 1800 hrs. The other from 1800 hrs. to 0600 hrs. Meals 
are to be supplied by ship. 

Customs Allowances: Each crew member had 200 cigarettes and some 
had a bottle of spirits on arrival. No comments were made to this quantity. 
Repatriation: Said to be possible. 

Shore Leave: Immigration Department issue a special shore pass, which 
is shown when passing the gate to and from the port. 

Supplies: Ships should not rely on any supplies. At a local market, some 
supplies of fresh vegetables can be obtained, but most are of poor 
quality. 

Delays: Depending on type of cargo. Berths No. 1 and 2 are said to 
have been promised to ships with food aid. 

Notice: 

TO: 

THE MASTER 


Assab Port Authorities: General Instructions to be followed: 

1. The hours between 2400 and 0600 are curfew hours. 

2. Any crew member going ashore should hold his passport or 
seaman's book together with a shore pass given by the 
Immigration Officer. Misuse or loss of a shore pass card will not 
only lead to payment of Birr 10.00 (Ten) per card but also strong 
measures will be taken upon the individual crew member who 
involves himself in such misuses. 

3. Attempts to exchange foreign currency on black market leads to 
serious prosecution. Official bank exchanges are authorised. 
(Rate of exchange 1 U.S.$=2.05 Birr.) 

4. Ship's crew are not permitted beyond the following limits: 

(A) The hospital to North East 
(B) Starlite Hotel to the West, and 
(C) The Agip Motel to the South West. 

5. All crew's personal belongings should be shown in Crew 
Declaration. The Customs Authorities will inspect all individual 
cabins upon arrival and departure. 

6. Rat guards should be fitted to all mooring ropes immediately after 
berthing. Contravention of this will incur a fine Birr 300. 

7. Anchoring in Territorial Waters and generally from “T10” to “Ras 
Damera’ is strictly prohibited. When entering territorial waters you 
Ve open your VHF Channel 16 and inform Naval Base of your 
identity. 

8. Two hours before departure, “G” flag should be hoisted by day 
and vertical “Red White Red” should be lit by night, for Pilot. 

9. Before sailing from our port you must institute a thorough search 
of your vessel to ensure that no unauthorised persons or 
stowaways are on board at the time of departure. 

10. Any crew member found in illegal possession of harmful and toxic 
drugs or found circulating same directly or indirectly shall be 
seriously dealt with according to the penal code. 

11. Diving, swimming and fishing within and or near by the premises 
of the harbour is strictly prohibited. 

12. Photography within the port or around the town is strictly 


prohibited. 
13. Smoking inside port area is strictly prohibited. 
SIGNED: stews ditiss. cick. 200.4 


MASTER 


SHIPMASTER’S REPORT: July 1987. 

Fresh Water: Available, no limits. We received 200 tons in 7 hours. 
Shore Leave: Allowed. Crew must take U.S. Dollars ashore to change 
to local currency. No other currency accepted. 


AUTHORITY: Ministry of Communication, Department of Marine. 


MASSAWA: 15.37 N. 39.28 E. 


PORT LIMITS: The coastline of Gurgussum Peninsula, at Lat. 15° 39’ N. 
to a point Lat. 15°39’ N., Long. 39°30’ E. to Lat. 15° 35’ N., Long. 
39° 30’ E. to the coastline at Lat. 15° 35’ N., Long. 39° 26’ 50” E. 
DOCUMENTS: 

2 sets Manifests. 

2 sets Bills of Lading. 

5 Crew Lists. 

5 Passenger Lists. 

2 Stores Lists. 

APPROACHES: Through North Channel and South Channel. In 
channel, in direction of leading lights 243°, max. depth 31 ft. (but 
alongside 30 ft.) Marker buoy showing a wreck in position approximately 
200 m. S.E. of North Breakwater. 

PILOTAGE: Pilotage is compulsory for all vessels over 100 n.r.t. 
Pilot section headed by a Chief Pilot and 2 other Pilots. 

There is 1 pilot boat. ETA should be given to Agent who will inform 
Pilot 72 hours prior to arrival. Signal tower located in port area contacts 
vessel on arrival informing Agent and Pilot, and receiving or transmitting 
by Morse lamp messages to and from vessel. 

ANCHORAGES: 8 cables East of main lighthouse. Anchorage North of 
leading light not recommended. 

Tides: Normally the range of tide varies between 1.5 and 2.0 m., but 
during spring tide season the range varies up to 3 m. 
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MAX. SIZE: Length 180 m., draft 29 ft. 

HEALTH: Doctor normally boards with Pilot, but can be asked to 
together with Customs and Immigration while vessel on roads. All om, 
members must be vaccinated against yellow fever, and 
necessary certificates. Derat and other health certificates required, De; 
cannot be effected at Massawa, but exemption certificate can 5 
obtained. 

RADIO: Assab Radio, call sign ETC, Djibouti Radio, or Aden Radio ma 
be used. Asmara Radio, call sign ETC 2, working hours 0500 to 17; 
GMT. Radio-telegraphy and radio-telephone services. 

TUGS: Compulsory. Join vessel in port. 

3 tugboats are available, two of 350 h.p. and the third 1,000 hp}, 
smaller motor tugboats used for assistance mainly within the port lim, 
and the deep-sea salvage motor tugboat, for salvage operations, ), 
bah tg conditions demand, is also employed for assistance wip, 
the port. 

BERTHING: Vessels normally drop anchor before berthing. 
Commercial Harbour: 6 berths, namely 1 to 6, and the overall distay, 
from Berth No. 1 to Berth No. 6 is 907 m. These berths normally us 
by vessels handling general cargo, bagged cargo and livestocks. Des 
of water at mean low water springs (MLWS) is shown below: 
Berth No. 1 — 16 ft. 6 in. Berth No. 4 — 28 ft. Oin. 
Berth No. 2 — 24 ft. 6 in. Berth No. 5 — 27 ft. Oin. 
Berth No. 3 — 28 ft. 6 in. Berth No. 6 — 30 ft. 0 in. 
Salt Berth: This is a single berth where vessels load salt in by 
The depth at the berth is 32 ft. Max. draft 29 ft. Loading with the he 
of conveyor belt at the rate of about 300 t.p.h. 
Cement Berth: Depth 18 ft. 
American Jetty: Depth 18 ft. 

However, dredging will be carried out to accommodate vessels ol; 

reater draft in the future. 

sTEVEDORES: Radio 24 hours’ notice of ETA stating number of gan 
required. Loading discharging rates 5 t.p.h. on general, 10 — 15tp: 
on ee cargo. 

DENSITY: 1025. 

MEDICAL: Notice should be given to Agent only when specialist needs 
Hospital treatment available. Dental facilities available at Asma 
110 km. away. 

TANKERS: AGIP, Arkiko Oil Station Terminal: Max. draft for enter 
channel 29 ft. : 

Total Pier, depth alongside 36 ft., max. draft 30 ft. 

FRESH WATER: Supplied alongside, Max. rate 600 tons per day orh 
barge of 50 tons on roads. Barge can be loaded/discharged in 8 hou; 
FUEL: Can be obtained alongside oil terminals and at Berth Nos. 5 ax 
6 for heavy fuel only. Diesel can be supplied by lorries alongsié 
No bunker barge available. 

CONSULS: Italian Vice-consulate, Box 62. Tel: 52214. 

REPAIRS: Good workshops for minor engine repairs. Slipway for ves 
up to 600 g.r.t. 

GANGWAY/DECK WATCHMEN: Compulsory when alongside. 
OPENING/CLOSING HATCHES: Normally by labourers, but cant 
done ny crew. 

CUSTOMS ALLOWANCES: Tobacco, 200 cigarettes per man. Nw 
allowance can be delivered after 1 week. Wine/Spirits: 1 bottle of wit 
spirits (opened). Wine and beer quantity necessary for the stay in pr 
allowed upon reasonable request on arrival. 

REPATRIATION: Via Asmara by chartered air-taxi, then by internation 
flights. Or Massawa-Asmara by road, 110km., asphalt road (da) 
convoy). 

TIME: GMT plus 3 hours. 

POLICE/AMBULANCE/JFIRE: Police, Tel: 52425; Ambulance, Tt 
52234-5-6; Fire Brigade, Tel: 52220. 

TELEPHONES: Possible to place telephones on board. Arranged > 
Agent. 

SERVICES: Radar and gyro compass technician available, but spec 
spare parts not available. 

SHORE LEAVE: Crew cannot leave vicinity of Massawa without spec 
immigration permit. 

IDENTIFICATION CARDS: Not needed. Immigration gives porte 
card (without crew member's name) which must be given back prio’! 
departure. In case of loss a fine is likely. 

AUTHORITY: Department of Marine. 


Estonia 


GENERAL: 
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Republic of Estonia 
Ministry of Transport and Communication 


£: The following is a translation into English. 

ndix 1. Navigation Safety Rules in Tallinn Port and Archipelago 
small Ports (Roomassaare, Virtsu, Kuivastu, Rohukula, Heltermaa, 
viby (dated 1992)). 

General Clauses: 


The Appendix 1. of the Code of Customs of the Port applies 
equally to all vessels, irrespective of a flag, calling at Kesklinna 
Port, Muuga and Kolpi Ports, Archipelago Small Ports, or to 
companies and private persons, performing their activities in the 
Port and Archipelago Small Ports territory. 

The Tallinn Port Aquatorium includes: 

The City Port water area, that is the basin area of the Old 
Harbour and outer routes in the Tallinn Bay, limited in the North 
by a geographical parallel, passing through the Northernmost 

int of the Old Harbour North-Western Mole head, in the East 

by the Tallinn Lighthouses leading line and by the coastline in 
he South. 
: The Kopli Port water is a basin area within the bounds of 
Sectors 1, 2, 3, 4, in the South, and Sectors 5, 6, 7, 8, 9, 10, in 
the North. The aquatic area bounds near Sector 4 docks and 
Sector 11 are equal remote of opposite coast territories. 

The Muuga Port water area is a basin area from C.Tahkumagi, 
alongside coastline, up to the Western Basin Mole head 
extremity. From the sea side, the water area is limited by lines, 
connecting C.Tahkumagi (Lat. 59° 30’ 04” N., 
Long. 25°00'04"E.) with the points (Lat. 59°31’ 04"N., 
Long. 24° 58'01"E.) and with the Western Mole base 
(Lat. 59° 31’ 04” N., Long. 24° 56’ 06” E.). 


8. Vessels entering and leaving the Port: 
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Vessels navigation in the approaches and within the Tallinn Port 
Aquatorium is controlled by the Traffic Control Service, further 
TCS, call sign “Tallinn Radio 5" on VHF Channel 14 (‘Port 
Control”). 
In the Kopli Port water area, TCS call sign “Tallinn Radio 32” 
on VHF Channel 11. 
In the Muuga Port and the Viimsi Reach, TCS call sign “Muuga 
Radio 5" on VHF Channel 67. 
Information on a vessel approach should be sent to the Port 
Operator by the Master or his Agent 48 hours and 24 hours prior 
to the approach. 
Information must contain following data: 
Time of approach to the Pilot Station. 
Draft forward and aft. 
Reason for call. 
The Master should contact TCS in advance on the VHF and adjust 
the time of approach. While entering Kesklinna Port, Kopli Port 
or Tallinn Bay, vessels’ communication is maintained on VHF 
Channel 14, call sign “Traffic Control” or “Tallinn Radio 17”. 
While entering Muuga Port, Muuga Bay on VHF Channel 67, call 
sign “Muuga Radio 5”. 
Vessel entering or leaving the Port should receive TCS 
permission. 
Vessel's arrival and departure is registered by the Agent or 
vessel's administration representative at the Port Inspection. 
The Master of a vessel departing should seek consent, via the 
Agency, from the Port Authority, during working hours. 
Vessel's departure for a coastwise passage is registered in the 
same manner. 
Vessels engaged in foreign traffic must receive a Customs’ 
permission prior to a departure registration. 
The Master of a vessel, arriving to an Archipelago Small Port, 
should send information about arrival to the Port Operator, who 
reports it to an Archipelago Small Port by special services. 
When within VHF range of a small port, the Master should contact 
the Archipelago Small Port's administration, and receive its 
permission to enter. 
The vessel's arrival at the Tallinn roadsteads for Customs’ 
formalities processing, for deviation operations and other aims, 
and also for repair, technical works in harbours, plants and 
aquatic areas, not belonging to the Tallinn Port, should register 
an arrival at the port. 
An arrival registration in the Port Inspection is performed within 
8 hours from the moment of the arrival. 
Auxiliary, port and technical fleet vessels register a navigation 
permission in the Port Inspection. 
Pilotage. 
Pilotage is compulsory in Tallinn, Muuga and Kopli Bays for all 
the vessels over 300g,.r.t., and for Estonian vessels over 
20,000 g.r.t. Technical, port and dredging fleet vessels are free 
of pilotage. 
Pilotage is performed 24 hours a day. 
There are 3 pilot stations. 
‘Suurupi” in the place of Buoy N2 “Suurupi”, 
(Lat. 59° 29’ 04” N., Long. 24° 30’ 08” E.). 
“Tallinn” in the place of Buoy N1 “Tallinn”, 
(Lat. 59° 37’ 05” N., Long. 24° 38’ 00” E.). 
“Aksi” near the island Aksi, 
(Lat. 59° 37’ 03” N., Long. 24° 38’ 00” E.). 
Before the approach to the pilot station, the Master should contact 
tadio station “Tallinn Radio 17” by radiotelephone on VHF 
Channel 14 (“Traffic Control”) or “Muuga Radio 5” on VHF 
Channel 67, and confirm the final time of arrival. 
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ESTONIA 


While entering or leaving the Port, pilotage is compulsory for all 
vessels. 
Vessels bed in the Port is arranged with a Pilot aboard. 
An application for pilotage should be sent by the Master or Agent, 
4hours prior to a vessel's approach to the pilot station. The 
vessels in Port apply for a Pilot to the Port Inspection 2 hours in 
advance, and re-confirm within 30 minutes of unberthing or 
shifting. 
Vessels’ pilotage is provided in sequence of vessels’ arrival and 
when their applications are presented, except emergency and 
liner vessels. The pilotage order, if necessary, is settled by the 
Port Operator with the Port Inspection consent. 
The Port bears no responsibility for a possible delay in the 
following cases: 
A vessel's arrival notice not sent or not in due time. 
No free Pilots in the port, because all are engaged in pilotage. 
Unfavourable weather preventing Pilots boarding vessels. 
In absence of a Pilot or for other reasons, a vessel should anchor 
in places recommended for this. 
Vessel Traffic Regulations. 
Vessels’ traffic on approach to the Port and anchoring changes 
is controlled by the TCS. 
Vessels are not allowed to enter or leave the Harbour, to shift 
alongside a berth without TCS permission. 
In case of need, the TCS may impose speed restrictions for 
vessels, or one-way traffic in the regulation zone. 
Navigation in Ice. 
The Tallinn Bay, Muuga and Kopli Bays freeze some years. The 
beginning of the icebreaker-assisted navigation period is 
announced by the Harbour Master's office. 
Icebreaker operations and convoy forming is performed 
according to icebreaker operations daily schedule. 
In cases where another shipping company intends to conduct 
vessel in ice to the Port and outward, it should hand over an 
application to the Harbour Master 48 hours in advance. 
An application may be amended or cancelled, but no later than 
12 hours before the date declared. 
A vessel's departure time from the Port or time of convoy forming 
alongside the edge of the ice is decided and is announced to a 
company or the Master. 
The Master of a vessel, calling at the port, informs the Harbour 
Master or an Agent about an estimated time of approach to a 
meridian (C.Ristna) 12 hours in advance. 
The Master is informed on his request about ice situation, ice 
edge location, approximate ice pilotage start and icebreaker 
departure time. 


Kesklinna Port: 


A vessel should not approach the Northern Gates of the Old 
Harbour, nearer than one mile, without the TCS' permission 
(‘Tallinn Radio 5") for entering the Old Harbour. 
The vessels, excluding tugs and icebreakers, may call at the Port 
and leave if visibility is no less than 5 cables. 

The tugs and icebreakers may call at the Port and leave if 
visibility is no less than 2 cables. 

Visibility for Passenger carriers calling and 
determined by the Master. 
When vessels shift in the port, her main engine, steering gear, 
anchor and mooring devices should be in working order. 
Vessels are prohibited to let go or dredge anchor in the passage 
from the Basin N1 to the Basin N2 (a submarine cable and a water 
pipe pass from the Berth N6 to the Eastern Mole extremity). 
The vessel passage to the Admiral Basin is permitted when a 
crossing bridge is completely raised. 

The bridge raising is arranged on the vessel's demand (one 


leaving is 


long blast). 
A vessel's speed should not exceed 3knots in the Port 
Aquatorium. 
Vessels that may call at the Port: 
The Port Area Maximum Vessels’ Measurements 
Length Breadth Draft 
(m.) (m.) (m.) 
Basin N1 
Berth 1 100 15 4.5 
2 135 20 6.6 
3 135 18 6.8 
4 30 8 5.0 
5 135 20 6.7 
6 100 15 4.5 


Comment: Mooring with tugs near Berths N3 and N65 for vessels 
over 15 m. in breadth is impossible if another vessel is alongside 
indicated berths with the same breadth. 


Basin N2: 

Berth 7 160 25 DASA 
8 140 20 7.0 
9 30 8 4.8 
10 160 18 7.3 
12 180 25 7.8 

Basin N3 

Berth 13 160 25 Teak 
14 160 25 8.2 
15 180 25 8.3 
16 160 25 8.0 
17 140 18 7.8 


The call at the Port through the Northern Gates is possible for 
vessels with draft under 8.6 m. and length under 180 m. Through 
the Southern Gates, with draft under 7.0 m., length under 140 m. 
Water level in the Port depends on the wind force and direction 
(wind tide phenomena). Real water level data can be received in 
the Port Inspection. 
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Vessels Towing. 

During towing operations in the Port Aquatorium vessels’ 
communication is maintained through radiotelephone on VHF 
Channels 9 and 6. 

The number of tugs and type required for mooring, unmooring 
and swinging operations is decided by the Master with a Pilot 
consent. 

The Master should apply for tugs required while entering the 
Harbour, via the Agent or the Port Operator, 45 minutes prior to 
arrival at the Port. 

The Master's order for tugs required while shifting in the Port or 
for vessel's departure, should be sent to the Agent 2 hours in 
advance. 

If the wind velocity exceeds 16 m./sec., mooring operations are 
arranged with a Pilot and the Master's consent only. 

Shifting of vessels in the Port Aquatorium if visibility is less than 
2 cables, except passenger ship shifting. 

Vouchers for towing vessels, leaving the Harbour, should be 
registered before departure. Vouchers for towing vessels while 
entering and shifting may be registered after the end of the works. 


Vessels staying at Berths. 
It is prohibited to turn a third vessel broadside on to another two 
vessels, turned broadside at the berth earlier. 
Vessels berthed alongside must raise anchors, if used during 
berthing. 
Vessels staying broadside at the berths is permitted by the 
Harbour Master. 
Berth-side cranes, providing safety mooring, should be installed 
no later than 30 minutes prior to vessels’ arrival (departure). 
In Winter time, the berth, inshore part pile-moorings and 
paoraaches, must be cleared of ice and snow and covered with 
sand. 
While mooring, all the other works on a berth or any transport 
movement is prohibited. Non-participants in mooring operations 
are not allowed to stay in a mooring zone. 
In case of extra dangerous phenomena warning, the Master and 
his Mate must be on duty on a vessel. 

A vessel's electric power supply should be cut off from the 
shore mains. 
A stevedore company’s representative should be present on the 
berth while mooring. A vessel's stem position relative to a berth 
is determined by the above mentioned representative. 
Vessels, staying at a berth, are prohibited to turn propellers, 
except small vessels’ preparing for a departure or shifting. 
A hull or a deck erection of a vessel, staying at the Berth N1, 
should not obscure the Southern Gates red light zone. 
Diving operations should receive a permission for work from the 
Port Operator on duty after a report about supposed work 
duration. 
A vessel lowering divers must have continuous radiotelephone 
communication with the Port Inspection. 
Repairs, painting and other operations of vessels and berths must 
be arranged from special rafts with consent of cargo loading 
areas’ supervisors and the Port Inspection’s permission. 
A vessel's hull painting operation near a berth may be permitted 
by the Port Inspection, only with absolute water pollution 
prevention. 
Vessels staying at berths must have: 

(a) Rat guards on mooring ends. 

(b) Nets to prevent cargo dropping overboard. After loading 
operations are finished, they must be taken away. 


Passenger Operations. 

The Head of the Passenger Terminal should be held responsible 
for passengers embarkation/disembarkation. 

Passengers embarkation/disembarkation on the roadsteads is 
performed by the Port craft or local companies’ passenger 
carriers. The craft should have radiotelephone VHF 
communication with TCS. The Agent co-ordinates these 
operations with other services involved. 

Passengers embarkation/disembarkation over a vessel, staying 
alongside a berth, is prohibited. 


Radio and Telephone Aids Usage. 
VHF radio station with call sign “Tallinn Radio 1” works 24 hours 
a day, and provides communication between vessels and all 
coastal services. It is linked to the Port ATE (automatic telephone 
exchange) and the telephone network of Tallinn, VHF calling 
Channel 16, working Channels 1, 3, 26, 27. 

“Tallinn Radio 17” (‘Traffic Control”) — Traffic Control Service 
regulates vessels navigation in Tallinn Bay and performs radio 
pilotage, Channel 14 calling, Channel 20 working. 

“Tallinn Radio 5” (‘Port Control”) — Traffic Control Service 
regulates navigation in the Port Aquatorium, Channel 14 calling, 
Channel 9 working. 

The ATE of the Port provides telephone communication between 
vessels at the berths and coastal services. Connection to the 
town network is performed by dialling 9, from town to the Port 
ATE dialling 428. 

The Port main services pas hs numbers: 


Subscriber Town 
Fire Station 206 9-01 
Emergency First Aid 9-03 
Police 612 9-02 
Dispensary 510 

Telephone Repair Service 211 

Port Operator on Duty 363 

Port Inspection 588 

Sanitary Quarantine Department 520 

Customs 332 

Electrician on Du 589, 545 

TCS, SRS (Shore Radar Station) 495 
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Kopli Port: 
Vessels entering and leaving the Harbour use a 
connecting the roadsteads with the Port. The channel | 
800 m., width 90 m. — 150 m. Vessels’ admissible draft in 
channel is 8.6 m. 
Extreme draft of vessels, staying at berths must not exces 


The Southern Side 1 Sector (Berth N1) 3.9m 
2 Sector (Berth N2) 6.0m 

3 Sector (Berth N3) 8.2 m 

4 Sector (Berth N4) 6.0m 

11 Sector (Berths N11) 6.0m 

The Northern Side 5 Sector (Berth N5) 8.6 m 
6 Sector (Berth N6) 6.0 m 

7 Sector (Berth N7) 4.5m. 

8 Sector (Berth N8) 4.5m. 

9 Sector (Berth N9) 4.0m 

10 Sector (Berth N10) 4.0m 


The mooring to the Sectors 7, 8, 9 and 10 is permitted for» 
vessels with draft under 6.5 m. turned broadside at the bert 
Any shifting in the Port is planned by the Port Operator ys 
consent of the Port Inspection. 

Vessels over 150 m. in length enter/leave the Harbour if wind |x. 
than 10 m./sec. Vessels moving to a dock and outwards, 
ely if wind less than 10m./sec., and a side wing; 

m./sec. 


Vessels towing in the Port. 
Vessels towing operations should be requested from the Py 
Operator 24 hours a day by radio telephone VHF Channel; 
call sign “Tallinn Radio 33”, or via Agent. A request should) 
made no later than 45 minutes prior to a vessel's arrival x 
2 hours before a vessel's departure. 
Communication between tugs and towed ships is maintain 
through radiotelephone on VHF Channel 11. 
During mooring, unmooring and swinging operations, the tuy 
usage and their number is decided by the Master, with a Pik 
consent. 
Mooring operations are performed only with a Pilot and 
Master's consent, if wind velocity over 11 m./sec. 
Towing operations for vessels with main engine, anchors ay 
steering gear out of action, or other non-self-propelled vesses 
in case of a wind over 11 m./sec. may be permitted only we 
Harbour Master's consent. 
In case of a disagreement between a Pilot and the Master, tus 
eee number and capacity is determined by the Harbw 
aster. 
Towing and shifting in the Port Aquatorium should be ceased 
(a) When visibility is less than 2 cables. 
(b) When wind is over 14 m./sec. 


Vessels staying in the Port. 
request if the sea state is less than 3. 

to a berth. 
(b) 

Under 75 m. in length, for third vessel turned broadside 
In case of favourable weather (wind force 6 in directions safe 
The salvage boats launching and testing is performed only #* 
Port Operator assigns the most high-power tugboat on duty. 
prohibited. 
terminal upon following conditions: 

inflammable goods absence. 
(c) 
While bunkering at the berth, a tanker and a bunkering ves* 
In the Port Aquatorium, only segregated clean ballast waters ® 
the Port Inspection. 
ceased immediately until spill is cleaned up. 
Sailing from the Port is prohibited for vessels, having on Do 
4th floor (5 Sector, Berth N70). The Customs, 


The Port Authorities and passenger delivery to vessels, riding: 
anchor, is performed by the Port fleet vessels at the Maste 
Vessels staying at berths is permitted: 

(a) Over 150 m. in length, for one vessel turned broadside « 
Within 75 m. — 150 m. in length, for second vessel tum 
broadside on to another vessel at a berth. 

(c) 
to another two vessels turned broadside at a berth earl 

(d) Small-tonnage vessels at the Port Inspection's judgemet 

joint staying at a berth), a small-tonnage vessel can be plat# 

alongside a vessel over 150 m. in length. 

the Port Inspection’s consent. 

After storm warning and wind strengthening up to 18 m./sec.," 

The 4th Sector (Berth N59) is an oil terminal. Repair works W* 

an open fire on vessels staying within 100 m. from oil termina 

The simultaneous oil products discharging (bunkering) of 

vessels, turned broadside to each other, is permitted at the? 

(a) Agreement of two vessels’ Masters. 

(b) 1st and 2nd class oil products, explosive and hig? 
Oil products discharging (bunkering) with a flash poin'® 
lower than 65°, should be reported to the Port Inspectio® 

Sound signals should be sent only while manoeuvring in the Pe 

Aquatorium. 

should be surrounded by booms, and oil waste collector mus'® 

ready alongside. 

be discharged. 

Scrap and oil products dropping overboard should be reporte’® 

If while loading or bunkering oil products spill on board * 

overboard, then loading and bunkering operations shoul ® 

Before undocking operations, a dock floor must be care 

cleaned up (scrap and oil products). 

accumulated sewage, oily waste waters, scrap and oil r 

The Port Inspection is situated in the cold storage building @™ 

Quarantine Department, Fire Inspection are also in the 

building. 
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Muuga Port: 
Extreme drafts of vessels, calling at the Port or staying at the 


perths, should not exceed following values, in cases of datum 
water level and wave height less than 1 m.: 


Draft Length Breadth 
(m.) (m.) (m.) 
in Channel 16.8 
Near Buoyant Berth 5.5 
Berth N3 5.5 under 90 
Berth N4 5.6 under 260 
Berth NS 6.2 
Berth N6 9.0 under 140 
Berth N8 13.0 under 260 33 
Berth N9 16.5 under 280 40 
Berth N10 16.5 under 280 40 
Berth N11 9.9 25 
Berth N12 8.5 25 
Berth N13 9.9 25 
Berth N14 7.6 


Ramp measurements for Ro/Ro vessels: 

Berth N5, breadth 16 m., rise upon sea level 1 m. 

Berth N14, breadth 11 m., rise upon sea level 2 m. 
Mooring operations for vessels over 25,000 g.r.t. are performed 
only when wind velocity less than 12 m./sec. 
Vessels in the Port Aquatorium should maintain the slowest 
possible speed. 


Vessels Towing. 

When mooring and unmooring, number of tugs is decided by the 
Master with consent of a Pilot, tugs usage is obligatory for vessels 
over 20,000 g.r.t. 

Tugs and towed vessels communication is maintained through 
radiotelephone VHF Channels 71 and 6. 


Large Tonnage Vessels Placement Regulations. 
Large tonnage vessels mooring to the grain terminal is permitted 
if wind under 12 m./sec., and at Berth N8 if there is a favourable 
weather forecast for a next day. 
Large tonnage vessels mooring to the Berth N8 is performed 
portside to, and to Berths N9 and N10 bow to seaward. 

These rules may be changed for some reasons, but only with 
the Harbour Master's consent. 
Large tonnage vessels swinging for mooring at Berths N9 and 
N10, is arranged on the roadsteads outside 20 m. depth. These 
vessels’ towing along the channel is performed stern first. 
Vessels swinging for mooring at the Berth N8 is permitted in a 
basin between Berths N8 and N9. 


Dredging Operations Regulations. 

A dredging operations area is settled by the Harbour Master. 
Dredge Master should hand over to the Port Inspection a work 
quota, navigation safety instructions and dredgers anchor plan 
before work starts. 

Dredgers and vessels should maintain communication with TCS 
by radio station on VHF Channel 67, and provide Port Operator 
and cargo vessels with dredging area deviation. Communication 
should be maintained 24 hours a day. 

Dredge Master should be held responsible for dredgers safety, 
even in case of an unjustified weather forecast and ill-timed storm 
warning. 


Vessel Mooring. 

Passengers and Port Authorities delivery to vessels in the 
roadsteads is arranged by the port fleet vessels. Passengers 
embarkation/disembarkation is permitted only on the Berth N14 
ramp of the ferry boat terminal or near grain terminal head. 

The vessels’ Masters should take into account that the Port 
Aquatorium and Muuga Bay are not protected from the winds 
from N., N.W., N.E. and E. directions. 

In case of these directions with winds velocity over 17 m./sec. 
especially N.E. direction, staying at berths becomes unsafe, 
whereas near Berths N8 — N11 it is dangerous for the reason of 
very rough sea. 

Tug operations are restricted by seaways. In case wave height 
over 1.5m. tugs work becomes ineffective and it is dangerous 
for tugs themselves, Master's decision on sailing to the 
roadsteads should be agreed with the Harbour Master. 

The Harbour Master's decision for sailing to the roadsteads 
should be executed implicitly. In case of an extraordinary sailing 
order in case of a storm warning, pilotage and towing operations 
sequence is settled by TCS. 

A weather forecast and storm warning for the Western part of the 
Gulf of Finland and the Port Aquatorium are broadcasted regularly 
from 0730 hrs. to 1400 hrs. daily over VHF Channel 67 by TCS. 
Current weather and weather forecast information may be 
received in the Port Inspection on telephone number 532, or via 
TCS on VHF Channel 67, 24 hours a day, free of charge. In 
working time, weather data can be received from a weather chart 
maker on duty in meteorological service on Tel: 440-833. 
The Master is responsible for vessel and crew safety even in 
Case of unjustified weather forecast and ill-timed storm warning. 
en wind comes from a dangerous direction, the Master should 
prepare a vessel for immediate sailing to the sea and report to 
the TCS. The TCS settles vessels’ sailing order. 
An extraordinary sailing from Berth N4 and N5 in case of storm 
phenomena can be performed without Pilot, with TCS consent. 
The Western basin, protected by the mole, serves as a shelter 
for port and technical fleet vessels in case of strong North winds. 
Duty Officer of the Port Inspection and a terminal representative 
control mooring and unmooring operations. A mooring team 
YS a terminal representative. Auxiliary fleet mooring is 
Controlled by the Port Inspection. 
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ESTONIA 


Mooring broadside to another vessel is prohibited (except port 
fleet vessels). Cargo vessels staying near berths except for 
loading/discharging is prohibited. 
For extraordinary sailing to the roadsteads, crew members must 
remain on board a vessel. 

Main engines, steering gear and anchor devices should be in 
good working order. 
Any repair or preventive operations, resulting in vessels’ sailing 
readiness, may only be arranged with the Harbour Master's 
written permit, and confirmed by the Port Operator. 
All the vessels, staying at berths, should connect to the port 
telephone mains, after a request to the Port Operator (call sign 
“Muuga Radio 2”, VHF Channel 35), or must maintain regular 
radio watch on VHF Channel 67. 
Requests for port services of any kind should be made by Agent 
to the Port Operator on telephone 523 or by VHF radio telephone 
in advance, 2 hours prior to a desired time. 
All vessels should discharge oily waste, fecal waters and scrap 
before departure registration. 
The Port Inspection is sited in the Port Administration building on 
the 7th floor, Room 712. 
The Port ATE telephone numbers: 


Head of the Port — Office 503 
Main Port Operator 530 
Harbour Master 521 
Port Inspection — Duty Officer 532 
Pilots 621 
Port Operator on Duty 523 
Central Cargo Handling 

Area Operator 543 
Harbour Fleet Operator 676 
Tug on Duty 254 
Water Supply 337 
Emigration Service — Supervisor 559/228 
Emigration Service — Duty Officer 556 
Sanitary Quarantine Department 682 
Dispensary 241/245/525 
Police 284 
Fire Station Inspector 239 
ATE 211/522/525 


Connection to the town ATE by dialling “1”. 
Agencies telephone numbers (through the town ATE): 


TRANSFLOT 425-685 
INFLOT 430-508 
ESTMA 601-723 
NOVOTRANS 236-731 
TALLINK 215-708 


Vessels Bunkering. 

Oil and fuel bunkering is permitted on the roadstead and ex-berth. 
Bunkering is provided by self-propelled tanker. 

Vessel approach initial information should contain a bunker 
request. 

At the same time, a vessel's readiness for bunkering, estimated 
bunkering time should be reported to the Port Operator. 
Bunkering on the roadstead is possible if wind less than Force 3. 

While bunkering ex-berth, a vessel and a tanker must be 
surrounded by booms, and oil waste collector must be ready 
alongside. 

Bunkering ex-berth ceases in case a wind strengthening to over 

12 m/sec. 

oe is flatly prohibited for vessels operating with dangerous 
is 


While ‘bunkering from refuelling trucks, vessel should take all 
precautions against oil products spillage on to a berth or 
overboard. 


F. Archipelago Small Ports: 
Ferry boat navigation is prohibited in passages in case of South 
direction winds over 15 m./sec. and North direction winds over 
18 m./sec., and mooring operations in case of rough sea near 
working berths over 1 m. wave height. 
A vessel may call at an Archipelago Small Port after a permission 
receipt. 
Vessels that may call at the Archipelago Small Ports: i 

VH. 


Vessels’ Communication 
Archipelago Measurements Channel 
Small Ports Length Breadth Draft Calling Working 

(m.) — (m.)_—— (m.) 

Roomassaare 96 14 3.9 16 14 
Virtsu 60 12 3.9 16 14 
Kuivastu 80 14 4.5 16 14 
Heltermaa 70 12 3.3 16 30 
Rohukula 60 12 3.3 16 30 


Sviby 
Comment: VHF monitoring is maintained constantly in working time 
and at any other time, 2 hours before vessel's arrival. 
Mooring is permitted for vessels, calling at an Archipelago Small 
Port for loading and passenger operations. Other departments 
vessels’ mooring is permitted by the Head of an Archipelago Small 
Port. 
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PYARNU: 58.23 N. 24.29 E. (See Plan) 


GENERAL: The Port of Pyarnu, a sea fishing port, is situated in the 
N.E. part of the Riga Bay, at the estuary of the Pyarnu River falling into 
the Pyarnu Lakht. 

Vessels, with a draft of 4.0 m. can reach the port by the channel about 
2.5 mile long and about 60 m. wide. 

At the estuary of the Pyarnu River, the channel is protected by two 
moles extending S.W. from the shore. Depths at the berths are up to 
5 m. Changes of the water level within the port aquatorium are due to 
tides caused by winds. 

Vessels proceeding to the port by the channel are recommended to 
have sufficient keel clearance bearing in mind requirements of good sea 
practice. The pilotage is carried out with due regard to the existing water 
level compared usually with the mean water level at the Kronstadt tide- 
gauge. Data of the exact depth of the channel can be obtained from the 
Harbour Master's Office. The harbour of the port is usually frozen over 
from November till April. 

PILOTAGE: Compulsory. The Port of Pyarnu has no special Pilot 
service. In view of this, Pilots for entry or leaving should be ordered 
through maritime Agency “Inflot” at the Port of Tallinn. Pilots embark at 
the port of Pyarnu roadstead. 

ANCHORAGES: The Port of Pyarnu roadstead occupies the whole of 
the middle part of the head of the Pyarnu Lakht limited by the 5 m. line. 

When in the roadstead vessels may anchor on both sides of the 
Pyarnu-Morskoi leading line, beyond the boundaries of the fishing areas. 
The holding ground is good. The roadstead is sheltered from winds of 
all directions, except those blowing from the South and S.W. 

Masters should bear in mind that there are a lot of fishing nets laid in 
the Pyarnu Lakht. The boundaries of the fishing net prohibited areas for 
navigation of merchant vessels are marked on the charts. 
RESTRICTIONS: All traffic of vessels, both in the harbour and in the 
approaches to the port, is controlled by the Harbour Master's Office, by 
a Master on duty. 

Navigation in the approaching channel is allowed day and night, in 
turn, but only in one direction at one time. 

It is prohibited for vessels to pass by each other and pass by vessels 
keeping the leading marks of the approaching channel in line as well as 
to cross the channel. 

The priority to navigate in the channel is given to vessels leaving the 
harbour. In this case vessels proceeding to the port must give way to 
outgoing vessel not preventing her manoeuvring. The turn of movement 
in the channel is stipulated by the Port Controller but the traffic of vessels 
itself is controlled by the Harbour Master's Office. 

Vessels navigating both in the channel and in the harbour must 
proceed at a moderate speed to avoid the possibility of causing waves. 

If winds over Force 6 Beaufort Scale entry to the port, leaving the port 
and shifting berths is allowed by the Harbour Master or a person in 
orn only. 


RADIO: Radio communication can be effected through the radio 
stations: 
Type of Time of 
Frequencies (kHz) trans- work 
Call Sign Working Calling mission Remarks 
RKD/F 487 500 AZJ H24 
“Pyarnu-31” 156.8"(16) 156.8*(16) F3E H24 
Harbour Master 156.55*(11) 156.55(11) F3E HX 
“Pyarnu-33” 156.50*(10) 156.50*(10) F3E HX (Operates 
Port Controller during 
navigation) 


“Frequencies in MHz 

Notice of Arrival: All vessels proceeding to the port from the seaward 
should advise their ETA to the Port Controller. Masters should also 
advise vessels’ particulars and the purpose of visit. 

VHF: Vessel in the Roads or within port area can contact Harbour 
Master's Office on Channel 16 by radio-telephone (call sign “Pyarnu- 
31”) all round the clock; Port Dispatcher (call sign Pyarnu-33) on 
Channel 10 around the clock. 

TUGS: Tugs should be ordered through the Port Controller's service. 
Towage of vessels within the port is prohibited if wind over Force 6. 
RADAR: Radar station not available. 

BERTHING: Vessels having draft over 4.0m. cannot berth. During 
S.W'ly and Westerly winds Force 8 and over, when in the port, the Master 
or his Chief Officer must be on board and have sufficient number of the 
crew on board in order to secure the vessel safely. 

Berths of the port are equipped to handle vessels loaded with fish 
and fish products, salt, timber, rod metal and some other cargoes. There 
is a portal crane with 5 tons capacity and a closed warehouse. The Port 
Authority plans to build a new warehouse and an administrative building. 
FRESH WATER: Available alongside. 

FUEL: Available alongside and by barge. 

OPENING/CLOSING HATCHES: By crew. 

REPAIRS: Small repairs possible. 

TIME: GMT plus 3 hours from October 1st — March 31st. GMT plus 
4 hours from April 1st — September 30th. 

AUTHORITY: The Port of Pyarnu Authority, 2 Kalda Street, 203600 Port 
of Pyarna, Estonia. Tel: 41-893, 40-164, 40-442. Cables: Pyarnu 
Morrybport. Contact: Harbour Master, Tel: 40-164. 

AGENT: Tallinn “Inflot” Shipping Agency. Tel: 430508. Telex: 173273. 
Cables: Inflot Tallinn. 
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TALLINN, including Muuga and Kopli: 


‘ 
59.27 N. 24.46 E. (See Pi, 
LOCATION: A Baltic seaport situated in Tallinn Bay and Bay of y 
on the S.W. coast of the Gulf of Finland. Year-round navigatio? 
possible. In severe Winters, navigation is possible with ice-breas, 
assistance. 
GENERAL: Port of Tallinn consists of Kesklinna Port, Port of Muy, { 
and Port of Kopli. Kesklinna Port and Port of Kopli are situated inTaj, | 
Bay, Port of Muuga is situated in Muuga Bay. Tallinn and Muuga | 
are frozen over in severe Winters only in Winter months (Febru { 
March). Streams in the Bays are inconsiderable. The difference of ( 
water level is due solely to the effects of the wind, and is about +03, _— | 

There are also special harbours for yachts and launches in Esto, | 

1. “Pirita” — in Tallinn Bay. 
2. In small ports on islands: 

Virtsu 

Roomasaare 

Rohukula 

Lehtma 

Nasva 
DEEP SEA PILOTAGE: See “Baltic Deep Sea Pilotage”. 
PILOTAGE: Compulsory. Pilot boards vessels coming into Keskin: 
Port and Port of Kopli from West at position Lat. 59° 29.4'N., Lom | 
24° 30.8'E., coming from the East and North at position y 
59° 37.5’ N., Long. 24° 38.0’ E. Pilot boards vessels coming to Pony 
Muuga at position Lat. 59°37.5'N., Long. 25°09.5’E. or ly 
59° 37.5' N., Long. 24° 38.0’ E. Pilot service is available through 
24 hours. Pilot should be ordered through Agencies. Deep Sea Pix 
are also available in the port. | 
APPROACHES: Depth of water in Tallinn Bay ranges from 14.0m.5 
80.0 m. and in Muuga Bay up to 90.0 m. The approach to port is mark 
by leading lights and beacons. Vessels can enter the harbour; 
Kesklinna Port through either the Northern or Southern Entrances. 
ANCHORAGES: The anchorage areas are situated in Tallinn Bay a 
Muuga Bay with depths up to 30.0 m. 
RESTRICTIONS: Vessels can enter or leave the port at any time of d 
and night. 
MAX. SIZE: Maximum permissible dimensions for Tallinn are 180° 
LOA, 8.6m. draft and 140 m. LOA, 7.0 m. draft respectively for t 
Northern and Southern Entrances. Maximum permissible dimension: 
for the Port of Muuga are 280 m. LOA, 40.0 m. beam, 16.5 m. dr 
Maximum dimensions of vessels for Port Kopli are 160 m. LOA ay 
8.4 m. draft. 
HEALTH: International quarantine signals to be used on arrival. No la 
than 6 hours before arrival at the inner area Master should radio Agent 
giving full details of state of health on board, and requesting Pratiqu 
which will be given on arrival. 
RADIO/VHF: Tallinn Radio on 500 kHz and 2182 kHz. 

Station Call Sign VHF Channel 

General Station Tallinn Radio 1 16, 1, 3, 26, 27 

Port Controller Tallinn Radio 5 14 

Traffic Control Tallinn Radio 17 14, 16, 20 

Port of Muuga Muuga Radio 1 16, 67 
Note: Vessels should establish contact with the Traffic Control State 
for permission to enter the area. 

Arrival Advice: Request Pilot at least 4 hours in advance of ETA a 
2 hours in advance of ETD. Radar pilotage, available 24 hours,‘ 
provided in reduced visibility or on request. 

Vessels should establish contact with the Traffic Control Serve 
(SUDS) for permission to enter the area. 

Initial message should include the following: 

(a) Type and name of vessel. 

(b) Nationality. 

(c) Time of approach (to area of operation of SUDS). 

(d) N.r.t., LOA and maximum draft. 

(e) Type of cargo. 

All vessels should maintain a continuous listening watch on an agie 
working channel whilst underway within the area, and on Channel" 
whilst at anchor. Vessels leaving port must establish VHF contact Ww" 
SUDS on an agreed working channel before leaving berth or anchorag 

All movements within the operating area require permission ft 
SUDS. Such permission expires after 15 minutes and should ® 
renewed. 

In case of radio failure, vessels should leave the leading line® 
recommended route and anchor, drift or proceed with due caution wns 
trying to re-establish radio contact. 

TUGS: 1,200 h.p. — 2,500 h.p. Ice-breakers of 7,000 kW. and 9,000 ti! 
also available. Tug’s assistance available for berthing subject to Pik" 
advice. Tugs can be ordered through Agents. Ship's lines normally us® 
When tugs are ordered in advance the cost will be charged to the ves* 
whether tugs are used or not. 

BERTHING: Vessel will not be allowed to berth unless main eng 
and steering mechanism are in good working order. All vessels in po 
are required to fly their national flags between 0700 hrs. and sunsét. 
holidays and special occasions vessels may be expected to dress 
ships if requested by Port Authorities. 

There are 17 berths with overall length of 2.8 km. in the Keski™® 
Port. Berths are equipped with portal cranes and with a floating 0 
of 100 tons capacity. Port handles general and bulk cargoes, timo 
containers and Ro/Ro cargoes. There is also a Passenger Termin@ 

There are 10 berths, equipped with portal cranes in the Port of Kop 
The port handles general cargoes, fish products and timber. A spect 
berth for handling oil products is available and can accept vessels # 
to 120 m. LOA and 6.0 m. draft. 4 

There are 13 berths with overall length of 2,000 m. in the Po"! 
Muuga. The port handles general and bulk cargoes, timber and Ro 
cargoes. The Grain Terminal can handle vessels up to 280 m. Le 
40 m. beam and 16.5 m. draft. There is also a refrigeration complex ¥° 
overall length of 609 m., it can accept vessels with 9.0 m. draft Ther 
is equipped with portal cranes. 


ES: Arranged by Agent on basis of Master's ETA. Loading 
ing is carried on throughout 24 hours a day including holidays. 
= §; Loading and unloading is usually done by shore portal cranes 
to 40 tons capacity, by floating cranes of up to 100 tons capacity 
dw other cargo handling equipment. 
we WATER: Supplied by pipelines at all berths. 
- Limited supply available. 
= oe No nad tapreneraation, 
REPAIRS: Repairs may be effected at machine shop ashore. 
DRY KS: Floating dock with lifting capacity of 12,000 tons. _ 
OPENING/CLOSING HATCHES: Normally opened and closed by ship's 


aysTOMS ALLOWANCES: No restrictions on crew's consumption of 
and alcohol on board. It is forbidden to take these items ashore. 

TIME: GMT plus 3 hours. GMT plus 4 hours in Summer. 

HOLIDAYS: All holidays are worked by stevedores. 

TELEPHONES: Connection on board vessels can be made at Berths 
2 and 17. 

We ELOPMENTS: New Port of Muuga under construction in the Bay 

of Muuga, 20 km. N.E. of Tallinn, for handling grain cargoes in vessels 

+f 100,000 d.w.t. The Port will also handle perishable cargo and Ro-Ro 

vessels. Grain silo capacity 300,000 tons. 


SHIPMASTER’S REPORT: March 1993. 
vessel’ 10,330 g.r.t.; 5,584 n.r.t.; LOA 150 m.; Summer draft 9.05 m. 


150 m. 

We called at Tallinn from 28th March till 2nd April. A few changes to 
the charts and pilot books were noted. 

Before entering, “permission to enter” should be obtained from Traffic 
Controller on VHF Channel 14. Also Pilots are working on this channel. 

Presently Pilots do not board vessels in the vicinity of Buoy No. 1. 
They will request vessel to enter the TSZ and approach in the proper 
ane. Pilot then boards about 3 miles North of the harbour entrance from 
an orange coloured pilot boat. Speed should not exceed 5 knots, as the 
boat is very slow. 

in our case, the Pilot anchored us South of the leading light to the 
new fishing harbour and in the green sector of Tallinn Port leading lights. 
vany of the mooring buoys in this area have been removed. Bottom is 
neavy grey clay, and said by Pilots to be good holding ground. Depths 
und to be the same as on the charts. 

Buoys No. 1, 2 and 3 in the approach TSZ are presently missing. 
formation on when they will be replaced during the Summer could not 
be obtained. 

Due to heavy traffic of ferries, cargo vessels are shifted frequently in 
he port, if possible they will be berthed at a lay-by berth, otherwise 
seldom) they leave port and go to the anchorage. Port Regulations 
permit the Harbour Master to order one shifting at vessel's expense, per 
call at Tallinnn. 

We shifted back to the roads and anchored in strong N.E.'ly wind 
Force 6-7) West of Merivalja. Ships are frequently anchored East of the 
TSZ and the white sector of Tallinn leading lights between Lat. 59° 30’ N. 
and 59° 28’ N. Holding ground good, heavy grey clay. 

The charted anchorages No. 33a and 33b still exist, but are not 
presently in use. 

in the port it was noted that Berth No. 16 is completed, except for the 
rail tracks. We berthed there and found it perfect and well fendered. It 
was also found that the work on Berth No. 2 is completed. The berth is 
‘use already and also well fendered. 

The North end of the Eastern breakwater is protected by something 
‘ke a steel caisson, which extends about 8.0 m. into the channel. The 
onginal end of the breakwater is obviously destroyed. Safe passage is 
no problem. 

The depth at Berth No. 7 is presently less than charted. Maximum 
sermitted draft on this berth is presently 7.70 m. 

The signal station on the North Mole is not in use any more. 

For clearance, the following documents were requested: 

4 copies Crew List. 

2 copies Ship's Stores List. 

2 copies Crew Effects List. 

2 copies Crew Foreign Currency Declaration. 
2 copies Ship's Foreign Currency Declaration. 
1 copy Health Declaration. 

The clearance itself caused no problems and is undertaken smoothly 
and efficiently. They requested that the drugs of the Medicine Chest 
which must be declared in the Ship's Stores List) be sealed in a suitable 
ocker/store. 

According to the Immigration Officer and Agents, great care should 
de taken when going ashore, especially at night. Frequent robberies of 
‘feigners have taken place in the last few months. 

inside the port it is said to be safe, if normal precautions are taken. 

port area appears clean and well maintained. A lot of cargo is kept 
onthe berths, but all is well stowed and in good order. 


SUTHORITY: The Port of Tallinn Authority, 25 Sadama Street, EE0102 
linn, Estonia. Tel: (372-2) 427009. Telex: 173167. FAX: (372-2) 
. Contact: E. Hunt, Harbour Master. 
cent: The Port of Tallinn Shipping Agency “Inflot”. 54-a Tuukri Street, 
106 Tallinn, Estonia. Cables: “Inflot’, Tallinn. Tel: 430508, 430518, 
20, 428339. Telex: 173273. 


NOTES 
Please also advise Shipping Guides Ltd. 


ESTONIA 
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EUROPEAN ECONOMIC COMMUNITY 


ee ee en ge ee ee eee ee ee ee ee eee 


(For oil, gas and chemical tankers of 1,600 g.r.t. and over — whether fully or partly laden — 
of hazardous residues entering European Economic Community ports). 


A. Vessel identification 


Tanker Check List 


including those empty but not yet degassed OF pup 


Name of vessel 

Flag 

Port of registry 
Classification society 


Owner 
Call sign 
Length overall 


Year built 
Gross tonnage 


Class notation Hull Machinery 
Propulsion machinery Output 

Agent 

Draft: forward amidships aft 


Kind of cargo loaded (according to tank loading plan) 


Safety installations aboard 
1. Construction and technical equipment 
Main and auxiliary engines 
Main steering gear 
Auxiliary steering gear 
Anchor gear 
Fixed fire-extinguishing system 


2. Navigational equipment 
Manoeuvring characteristics available 
First radar installation 
Second radar installation 
Gyro compass 
Standard magnetic compass 
Radio direction-finding apparatus 
Echo-sounding device 
Other electronic position fixing aids 


3. Radio equipment 
Radiotelegraphy installation 
Radiotelephony installation (VHF) 


Safety certificates and other documents 
Cargo ship safety construction certificate 
Cargo ship safety equipment certificate 
Cargo ship safety radiotelegraphy certificate 
Ship safety radiotelephony certificate 

Load line certificate 

Classification certificate 

Oil liability certificate 

Oil record book filled in 


Officers and ratings 
Master 
Chief mate 
Second mate 
Third mate 
Chief engineer 
First engineer officer 
Second engineer officer 
Third engineer officer 
Radio officer 
Total number of ratings 
Deep-sea Pilot taken aboard 


Deck 


Date 


630 


In good working order 


ooooo¢s 


OOOOO0O000 


OO 


ooooooooo¢s 


Engine room 


0 


Volume of cargo loads 


Deficiences 


OOOO0O0¢ 


OOOOO0O000 


O00 


Certificates/documents valid on board 


ooo0o0o0o0o0¢ 
o00000002 


O OOOOOOOOOs 


Signature of the Master or, if he is indisposed, of the de” 


re SS. tf OT Bo eR A 


galkland Islands 


porT STANLEY: 51.42 S. 57.51 W. (See Plan) 


port LIMITS: West of the line joining Mengeary Point and Cape 
pemoroke. 
wale Lists 
> copies Crew . 
> copies Passenger Lists. 
2 copies Customs Documents. 
Health Document. é, 
Manifest and Bills of Lading. 
Ship's Papers. 
Ship's Certificates. : 
pILOTAGE: Pilotage not available. ; 
ANCHORAGES: For large vessels, the anchorage is somewhat 
confined; except South of Navy Point, where there is good swinging 
‘om in depths of from 8.2 m. to 10.4 m. (27 ft. to 34 ft.). There is good 
anchorage N.N.E. of the cathedral, but, owing to the prevailing strong 
westerly winds, a vessel may have some difficulty in turning, when 
aving this position. The best time to leave is after 1800 hrs. or before 
9300 hrs. as, unless there is a widespread area of bad weather over 
the islands, the wind, which is local, is seldom strong between these 
nours. The holding ground is good, and vessels have not dragged during 
winds of up to Force 8, though a second anchor is often necessary. 
The bottom of the harbour is stiff mud, which is very noisome and 
sticky; it is necessary to allow plenty of time for cable washing when 


hing. 
yi ai small boats, none of which exhibit a riding light at night are 
moored at the South side of the harbour. 

RESTRICTIONS: No restrictions on night berthing, but advance warning 
should be given via Agent. 

MAX. SIZE: Max. LOA 130 m. 

RADIO: Cable & Wireless Ltd. 

VHF: Port Radio, call sign “Port Control”, listening on Channels 16 and 
10 throughout 24 hours. 

RADAR: No port radar service. 

TUGS: No harbour tugs. 

BERTHING: Falkland Islands Company jetty with a depth of 1.5 m. at 
ts ‘T’ shaped Head. 

Fiexiport: Tel. 22671. 

3 berths, each 91 m. in length and a Ro-Ro facility. Depth at West 
End 6.5 m., shoaling to 6.1 m. at Eastern End. Discharge is by ship's 
gear, 20 ft. containers accepted with a maximum weight of 18 tons. 
Working hours are 0800 hrs. — 1200 hrs. and 1300 hrs. — 1700 
hrs.,overtime to vessel's account. 

CRANES: 1x25 ton crane. 

eee FACILITIES: None. Drummed cargoes only are 
handled. 

STEVEDORES: No notice required at Flexiport for stevedores. 

!t Falkland Islands Company charter vessel (4 voyages a year) is 
being worked then stevedores will not be available until work on the 
charter vessel has been completed. 

MEDICAL: Advance notice required. 
TANKERS: Advance information should be sought. 
Mare Harbour: Tanker mooring buoy and pipeline in position: 
Lat. 51° 54.11’ S., Long. 58° 29.87' W. 
DENSITY: Full salt water. 
FRESH WATER: Available from jetty, cost £3.75 per ton. 
FUEL: Fuel is available by special arrangement with Stanley Services 
Ud. Grade 47 Cetane (viscosity cSt 100° F — 1.8; s.g. at 15° C — 0.840). 
Delivery by lighter and pump. Fuel also available at the Flexiport. 
FIRE PRECAUTIONS: Normal safety requirements. 
CONSULS: Norwegian. 
REPAIRS: Minor repairs to machinery. 
DRY DOCKS: None. 
SURVEYORS: Lloyd's and B.V. 
GANGWAY/DECK WATCHMEN: Recommended. 
OPENING/CLOSING HATCHES: By ship's crew. 
CUSTOMS ALLOWANCES: Quantity permitted by crew is one bottle 
of spirits, 200 cigarettes or 1 Ib. of tobacco, 6 bottles of wine, 1 case 
cnge Gah 
R: Ship's gear may be used. 
AIRPORT: 32 miles an Port. g 
TIME: GMT minus 4 hours. Summer time from October to end of March. 
HOLIDAYS: Cargo may be handled on the 10 public holidays. 
POLICE/AMBULANCE/FIRE: Dial 999. 
TELEPHONES: Available in East warehouse (card only). 
SHORE LEAVE: Allowed. 
PENTIFICATION CARDS: Seaman's Book sufficient. 
SEOULATIONS: No particular or unusual regulations. 

LAYS: Delays may be experienced if berthing alongside the only 
commercial jetty if firms charter vessel is being handled. Four voyages 
8 year: ~ turn around 1 week. 
ha ORITY: Harbour Master, c/o F.I.F.D., P.O. Box 122, Port Stanley, 

veh re og 27260. Telex: 2426. FAX: 27265. Contact: J. Clark, 
aster. 


FALKLAND ISLANDS 


NOTES 
Please also advise Shipping Guides Ltd. 
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Faroe Islands 


KLAKKSVIK: 62.14 N. 06.35. W. 


DOCUMENTS: 
One copy of Each: 

Crew List. 

Passenger List. 

Custom Documents (one list crew's quantity of tobacco and spirits). 

Health Document. 

Manifest. 

Bill of Lading. 
PILOTAGE: Not compulsory but available. Give ETA via Torshavn 
Radio, OXJ, 1 or 2 hours before arrival, and Pilot will meet vessel in 
Roads. International signals can always be used. VHF Channels 16, 12, 
and 6 in use. 
ANCHORAGE: In Roads in 12 to 20 fathoms; good anchorage. 
RESTRICTIONS: No restrictions upon entry. 
MAX. SIZE: Up to 560 ft. length and 25 ft. draft. 
HEALTH: Pratique usually automatic. 
RADIO: Torshavn Radio, OX, is only coast station in Faroe Isles. 
TUGS: No tugs available. 
BERTHING: Ships will be berthed on arrival, if ETA announced 12 hours 
before arrival. 

New quay with depth 8.0 m. available. 
STEVEDORES: Ship's Agent will arrange stevedores. 
MEDICAL: Inform doctors before arrival. Hospital facilities available. 
TANKERS: Only small tankers, up to 2,000 — 3,000 tons can be handled. 
FRESH WATER: Available from quay. 30 t.p.h. 
FUEL: Diesel oil available, usually without notice (or short notice). 
CONSULS: British, Tel: 55109 and 55489; Norwegian, Tel: 55018 and 
55353. 
REPAIRS: All types of deck and engine repairs possible. Slipways for 
ships up to 200 ft. one 
GANGWAY/DECK WATCHMEN: Watchmen usually unnecessary, but 
available if desired. 
OPENING/CLOSING HATCHES: Normally done by crew. 
CUSTOMS ALLOWANCES: 200 cigarettes and 1 litre of spirits. 
REPATRIATION: Small changes in crew can usually be arranged and, 
for example, sick seamen/fishermen are often sent home, when 
recovered. 
AIRPORT: Nearest airport on Vagoy, about 6 hours travelling. Regular 
flights, 6 times a week. 
TIME: GMT. GMT plus 1 hour (Summertime) from last Sunday in March 
until last Sunday in Spetember. 
HOLIDAYS: Cargo work can be arranged on holidays. 
POLICE/AMBULANCE/FIRE: Police 55348; Ambulance 55464; Fire 


000. 

TELEPHONES: Can be arranged on board at one berthing place, at 
about 50.00 kr plus dues for conversations. 

SERVICES: Compass adjusting, day and night. 

SHORE LEAVE: Crew members allowed ashore. 

IDENTIFICATION CARDS: Not needed. 

GARBAGE DISPOSAL: Container of 12cu.m. available. It is also 
possible to obtain a container from garbage service, please contact 
Harbour Office. 

WASTE OIL DISPOSAL: Shore tank capacity 2,500 litres. 
SEAMAN’S CLUBS: No seaman's clubs. One seaman's hotel available. 
CURRENCY: Danish Kroner. Banks available. 

DELAYS: Normally there are none. 

AUTHORITY: Klakksvikar Havn, P.O.Box 26, FR-700 Klakksvik. 
Tel: 55081, 55101 and 84081. FAX: 57340. 

AGENT: Christen Joensen Stengavegur, P.O.Box 179, FR-700 


Klaksvik, Faroe Islands. Cables Christen Joensen. Tel: Klaksvik 55922. 
Fax: (298) 57922. 


(See Plan) 


SOERVAAG: 62.04 N. 07.18 W. 


DOCUMENTS: 

Bill of Lading. 

Customs Documents (including Crew List). 

Ship's Certificate (stating size of ship). 
PILOTAGE: Ships can call Pilot via Torshavn Radio. Pilot has good 
knowledge of local conditions. 
ANCHORAGES: Danish Chart No. 82 (B.A. Chart No. 85) — on 
Soervaag Fjord — can be recommended as good. Bottom gravel. 
RESTRICTIONS: Difference between high and low water up to 2 m. on 
Spring tide and up to 1 m. on Neap tide. 
MAX. SIZE: Largest vessel reported in Soervaag was 12,000 d.w.t. 
tanker. Harbour about 150 m. long and formed with one long pier and 
another one stretching from it. Depth at pier 8 m. Pier runs N.E./S.W. 
Max. draft permissible 26 ft. 
HEALTH: Ships coming from countries having epidemic-disease have 
to fly the flag “Q”. No persons allowed connection with shore, before 
official doctor given Free Pratique. 
RADIO: Only civilian radio on Faroe Islands is Torshavn-Radio (Int. call 
sig.: OXJ) via this radio ships can call for medical assistance and weather 
forecast. These 2 services are free. All traffic to Faroe Islands via 
Torshavn-Radio. 
VHF: Port Office on Channels 16 and 12 during working hours 
(0800—1700). 
TUGS: No actual tugs can be obtained, but many small vessels which 
can be used as tugs. 
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BERTHING: Masters should take care when berthing not to com, 

to East side of pier — owing to very low water. J 

CRANES: 1 x30 ton mobile crane available. 

STEVEDORES: Arranged through Agent. 

MEDICAL: Hospital in Torshavn with all facilities. There is a doo, 

Site 

TANKERS: Ordinary pier also used by tankers, size of load/dischay, 

lines: 3 in. and 6 in. 

FRESH WATER: Ships can obtain fresh water direct from pier. 

FUEL: Marine diesel fuel; turbo-jet A1—100; gasoline-petroleum, 

CONSULS: Belgium, Finland, Greece, Iceland, Norway, Spain, jy 

Germany, Brazil, France, Netherlands, Italy, Portugal, Sweden. 

REPAIRS: Small deck and engine repairs carried out. 

DRY DOCKS: On Skaalefiord, dry dock up to 1,500 d.w.t. 

GANGWAY/DECK WATCHMEN: Not required. 

OPENING/CLOSING HATCHES: By crew. 

CUSTOMS ALLOWANCES: Tobacco, each crew member is 

to have 200 cigarettes or 250 gm. of tobacco. Wine and/or Spirit, 1 

irits and 1 litre wine. 

REPATRIATION: Can be arranged. 

AIRPORT: Faroe Island has 1 airport — only 3 km. from Soervay 

Flights 12 times a week to Copenhagen, and 3 times a week to 

TIME: GMT. Summertime from last Sunday in March to last Sunday; 

September. 

BOLDANS Same as Denmark. Cargo work can be arranged » 
olidays. 

POLICE/AMBULANCE/JFIRE: Police Tel: 33448; Ambulance jy 

326011. Fire Tel: 000. 

TELEPHONE: Telephones can be placed on board. 

SHORE LEAVE: Crew members are allowed ashore. 

IDENTIFICATION CARDS: Not required. 

GARBAGE DISPOSAL: Available. Contact Port Authority. 

WASTE OIL DISPOSAL: Contact Statoil in Torshavn. Tel: 111% 

Fax: 11378. 

SEAMAN’S CLUBS: None. 

CURRENCY: Same as Denmark. 

REGULATIONS: Per ordinary regulations in Danish Ports. 

Harbour dues to be paid before ship's departure. 

DELAYS: Usually none. 

AUTHORITY: Harbour Master, Soervaag 380, Faroe Islands. Tel: Off 

32046. Residence 32283. 


TORSHAVN: 62.00 N. 06.45 W. 


DOCUMENTS: See “Klakksvik”. 

PILOTAGE: Not compulsory. Can be obtained through Torshavn Radi 
2182 kHz or Channel 16 VHF (Harbour Office). 

ANCHORAGES: Due South of breakwater in depths about 15.0 m. 
MAX. SIZE: Max. draft 25 ft. This is only restriction. 

HEALTH: Pratique usually automatic. 

RADIO: Torshavn Radio, OXJ. 

TUGS: One small tug available. 

BERTHING: 1 slip and 3 Ro-Ro ramps. 


(See Plan 


Berth Length Depth 
(m.) (m.) 
East Breakwater 420 5.8 -—8.3 
Main East Quay 230 6.8 
Pier Outer Harbour 60 10.0 
Main West Quay 168 8.1 
West Pier 90 8.3 
West Pier 80 8.0 


> 


STEVEDORES: Must be arranged with the 
FRESH WATER: 50 t.p.h., by pipeline. 
FUEL: All kinds of fuel at 100 t.p.h. 
REPAIRS: All kinds are possible. 

DRY DOCKS: Slipway for vessels up to 2,500 tons. 
GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: By crew. Ae 
CUSTOMS ALLOWANCES: Tobacco (1 carton); 1 litre of spirits 0+ 
litres of wine. 

REPATRIATION: Can be arranged. 

AIRPORT: Regular airlines, 2 hours by car from Airport. 

TIME: GMT. Summertime GMT plus 1 hour (late March - 
September). 

HOLIDAYS: Cargo work can be arranged on holidays. 
POLICE/AMBULANCE/FIRE: Police, 11448; Ambulance, 13540; Fi 


000. 

TELEPHONES: No facilities. 

SERVICES: Compass adjusting, radio and radar repairs. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not required. 

GARBAGE DISPOSAL: Garbage container provided alongside ™ 
vessel on ship's account. Telephone 11655 for garbage service. 
WASTE OIL DISPOSAL: 2 waste oil tanks (each 1.20 cu.m.) availé* 
on a truck. For service telephone 11762 or fax 19059. 

SEAMAN’S CLUBS: Torshavn Seaman's Home. Tel: 13515. 
CURRENCY: Danish Kroner. P 
AUTHORITY: Torshavnar Havn, Eystara Bryggja, P.O. Box | 
FR-100 Torshavn, Faroe Islands. Tel: 11762. FAX: 1% 
Contact: Jonsvein Lamhauge, Harbour Master. 


gent. 
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TRANGISVAAG: 61.33 N. 06.50 W. 


OTAGE: When Pilot required pre-arrange with Agent by telegram or 
. 2 hours notice of ETA required. Pilot boat is local fishing- 
ysually boarding vessel at harbour entrance. 
boa GES: Safe sheltered harbour up to 30 fathoms deep along 
he nce transit bearing. Vessels anchor 1 cable offshore in 
a fathoms, clay bottom. d 

ICTIONS: Vessels may enter harbour day and night. 

: Vessels may berth with draft up to 7 m. 

WEALTH: Pratique granted if no contagious illnesses aboard and all 
smal formalities accomplished by the boarding officials. 
aaplO: Torshavn Radio, call signal OXJ, 24 hours service, listens 
2482 kHz, replies and transmits traffic on 1778 kHz, traffic lists on 
‘778 KHz 35 minutes past each even hour. VHF service: Channel 16 
156.80 MHz) Channel 26 (161.90 MHz). All ETA messages, etc. must 
ne routed through Torshavn Radio. 
TUGS: None; if required local fishing-boats are capable to act as tugs. 
BERTHING: Tveraa at Northern side of fjord. Outer side of quay 280 m. 

and 20/21 ft. alongside. Inner side length 170m. and 15 ft. 

ide. Quay is for general cargo, fish and salt. 

Harbour basin length 58 m., depths 7 ft. to 18 ft. alongside. 

Drelnes on South side of fjord. Quay length 89 m. Depth alongside 
outer side 23 ft.; inner side length 43 m., depth 22 ft. 

STEVEDORES: !n order to enable Agent to arrange gang important 

optain in good time accurate ETA from vessel. Work normally not carried 

out on Sundays. 7 

MEDICAL: Advance notice to Agent preferable, good hospital facilities 

for both surgery and medicine. 

DENSITY: 1024. 

FRESH WATER: Water available at main quay, rate 50 t.p.h. 

FUEL: Diesel gas oil available, 50 t.p.h., no advance notice required. 

CONSULS: Spanish Vice-Consul. 

REPAIRS: Local marine repair companies can undertake all repairs of 
ral nature to deck, engines, hull, electric and radio equipment, etc. 

Soway available for small vessels. 

GANGWAY/DECK WATCHMEN: Available, but not compulsory. 

OPENING/CLOSING HATCHES: Crew allowed to open and close 


hatches. 

CUSTOMS ALLOWANCES: Each crew member allowed 200 cigarettes 
or 200 grams tobacco out of Bond. Limited quantity wine and spirits. 
REPATRIATION: May be arranged by sea or air. 

AIRPORT: (Vagar) Served by regular airlines, located 50 miles from 
Trangisvaag. 

TIME: GMT. Summertime (GMT plus 1 hour) from last Sunday in March 
o last Sunday in September. 

HOLIDAYS: New Year's Day; Good Friday; Easter Monday; Labour 
Day; Ascension Day; Whit Monday; Christmas Day; Second Christmas 
Day; work not carried out these days. 

Oa tenslgete ast ildag Police Tel: 71448; Ambulance 71133; 
ire 000. 

TELEPHONES: Usually not placed aboard, but can be arranged. 

SHIP SUPPLY SERVICE: Contact Vaktar-OE Bijargin-Gartenastan, 
Torshavn, Faroe Islands. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not needed. 

GARBAGE DISPOSAL: Garbage trucks available (Tel: 71976) or call 
Harbour Office on VHF Channel 16. Cost: DKr.120/cu.m. 

WASTE OIL DISPOSAL: One tank with capacity 10 cu.m. 
Cost: DKr.1000/cu.m. For service call Harbour Office on VHF 
Channel 16. 

SEAMAN'S CLUBS: None. 

CURRENCY: Danish Crown. U.S.$ 1.00 = Dkr. 6.00. 
DEVELOPMENTS: New quay under construction as extension of 

quay. 

AUTHORITY: Tvoroyrar Havn, P.O.Box 20, FR-800 Tvoroyri, 
Faroe Islands. Tel: 71055 (after hours 71801). FAX: 71418. 
Contact: O. Mortensen, Harbour Master. 


FAROE ISLANDS 


NOTES 
Please also advise Shipping Guides Ltd. 
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Fiji Islands 
LABASA: 16.26 S. 179.22 E. 


SHIPMASTER'S REPORT: January 1983. 


PORT LIMITS: Port limit is up to the entrance of Mali Passage. 
DOCUMENTS: 

1 Crew Personal Property Declaration. 

8 Crew Lists. 

5 Passenger Lists. 

4 Stores Lists. 

3 Parcels Lists. 

4 Maritime Declarations. 

3 Form ‘D' Regulation 46. 

Maritime Declaration of Health. 

1 Vaccination List. 

1 very Fiji Quarantine Ordinance Cap-92. 

PILOTAGE: Compulsory. Agent arranges booking for Pilot. Pilot boards 
at entrance to Mali Passage from 30 ft. long, white hulled boat (no flag). 
Docking/undocking carried out during iy hours only. Pilotage is 
also available for inshore passages to Suva, Lautoka, etc. Reef 
navigation is carried out by Pilots during daylight hours only. 
ANCHORAGES: Safe anchorage is available only after passing Mali 
Passage, about 6 miles to the S.E. 

If vessel arrives early, she can drift safely about 20 miles N.N.W. of 
Mali itor 
RESTRICTIONS: Docking/undocking only during daylight hours. 
Max. draft 10.5 m. 

MAX. SIZE: LOA 174 m., draft 10.5 m. Max. shipment available 27,000 
tonnes, as this is the max. storage capacity at Labasa. 

HEALTH: Anti-malarial squad boards vessel with Pilot. They inspect 
and spray the vessel, only then is Pratique granted. 

If vessel is coming from a “Malaria infested” region, spraying is done 

twice daily during the vessel's stay in port. 
TUGS: None available. 2 mooring boats are used for taking lines ashore. 
BERTHING: Malau Wharf: Length 150 m., depth alongside 11 m. Vessel 
berthed starboard side to, using 1 head/sternline, 2 breastlines and 
1 spring at each end. 

As the sugar loader is fixed, this mooring system enabled vessel to 
shift fairly easily when loading in different hatches. 

Caution must be exercised while docking, undocking and shifting to 
avoid contacting the middle piled dolphins of the wharf, as they are 
unfendered and non-loadbearing. 

No tidal restrictions for wharf or port. 

BULK HANDLING FACILITIES: Raw bulk sugar: 400 t.p.h./hr., 24 hours 


a day. 
MEDICAL: Facilities available in local hospital and from private 
ractitioners. 
ENSITY: 1024.5. 
FRESH WATER: Not available. 
FUEL: Available at Suva only. Very expensive. 
pay lath ag Pilot carries out hatch inspection prior to loading. Also 
see “Suva”. 
GANGWAY/DECK WATCHMEN: None. 
HATCHES: Attended to by crew. 
AIRPORT: Local airport with connections to Suva and Lautoka. 
HOLIDAYS: Most of the population is of Indian descent, hence some 
Indian holidays observed. 
TELEPHONES: No telephone provided for berth. 
DELAYS: Normally 12 hours documentation time (non-laytime) after 
completion is provided for in the Charter Party; which may not be 
necessary. 
GENERAL: Communications: Well connected via Suva. Telexes can be 
sent via Suva or Lautoka, by telephoning Agent's office there. 
Formalities, Clearance, etc.: Labasa is not a ‘Port of Entry’ (about 
2 vessels per month call here). Pilot, Agent, Surveyor, Customs, 
Immigration, Agricultural Inspector, Malaria Prevention Squad, etc., all 
have to come from Suva or Lautoka. Customs Officer only stays on 
board the vessel until departure. 
Pilferage: None reported. 
Bonded Stores: Not available. 
Provisions: No shipchandler. Fresh fruit, vegetables, etc., are available 
at reasonable prices from the local market, about 8 miles from the wharf. 
AUTHORITY: See “Suva”. 


LAUTOKA, (Vuda Point): 17.36 S. 177.26 E. (See Plan) 


DOCUMENTS/HEALTH: Refer to “Suva”. 

PILOTAGE: Not compulsory at present. However, most vessels avail 
themselves of a Pilot, who boards at Navula Passage, 20 miles South 
of Lautoka. Masters should telegraph to their Agents ship's ETA at 
Navula and indicate whether they require a Pilot or not at least 24 hours 
in advance. 

Note: Radio communications with Fiji can be difficult and Masters are 
advised that telephone or telex messages worked via New Zealand or 
Australia direct to their Agents are far more reliable. 

The Pilot normally boards from a 26 ft. wooden launch, blue hull with 
white superstructure, buff cabin top with orange liferaft on forward cabin. 
The pilot vessel can be contacted on VHF 16/6. Listening watch only 
when vessels are expected. Pilot normally boards 1 mile seaward of the 
passage on the leads. In heavy weather it may be necessary for a vessel 
to enter the passage to embark the Pilot. There is no anchorage outside 
the passage. 
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Vessels requiring Pratique should anchor approximately 1 Mile to, 
Westward of Vio Island in Lautoka Harbour. If prior arrangements}, 
been made through Agent, Health Officers may board inside 
(The Health Officers inspect vessels only from 1 hour after Sunrig, 
1 hour prior to sunset). The Pilot for those vessels not employing » 
from Navula but requiring a Pilot for berthing will board at the Quarany, 
Ppene off Vio Island. : 
ANCHORAGES: The whole of the area enclosed by a circle of diam, 
approximately 1 mile between Vio Island and Pinder Reefs ig 
acceptable anchorage with depths ranging from 9 to 13 fathoms. 
MAX. SIZE: Minimum depth in approaches to wharf 32 ft, 
alongside 36 ft. Generally speaking, any vessel not exceeding x, 
draft can be accommodated. Main wharf is only 457 ft. 5 
overhangs are allowable, (“Oriana’ LOA 804 ft., berthed at Maine 
dolphins for mooring lines being situated off each end of the 
Range of tide approximately 5.5 ft. at Springs and 3 ft. at Neaps . 
state of tide does not affect the foregoing. 

At Vuda Point, the tanker berth of Lautoka, tankers in the 18,0, 
24,000 d.w.t. class can be handled. This is a submarine pj 
installation, the ship mooring to 4 buoys, available depth being ap 


36 ft. 
VHF: Port Control on Channels 12 and 16 during normal office hoy 
TUGS: No tugs available. Can be obtained from Suva if reasons) 
notice is given. 
BERTHING: Berthing and unberthing at Vuda Point only in d. 
Berthing at Lautoka is at discretion of Harbour Master or Pilot, by, 
normal conditions is effected at any hour of day or night. 

Berthing in Lautoka is generally effected port side to. 

Wharf Length Depth 


Queens West 457 ft. 36 ft. 
Queens North 257 ft. 24 ft. 
Queens East 423 ft. 12 ft. 
*F.S.C 577 ft. 32 ft 


FRESH WATER: Fresh water is available at all berths, there may) 
some restrictions in the dry season. 

FUEL: Diesel fuel is available at the North and East berths on Quee 
Wharf. 

DENSITY: 1025. 

CONSULS: None. 

REPAIRS: Only comparatively minor repairs can be effected suchs 
aps jobs and repairs to pumps and other auxiliaries. 
SURVEYORS: Cargo and Marine Survey Ltd., P.O.Box 3395, Lautok 
Tel: 63922. Telex: FJ 5194. 

REPATRIATION: Repatriation can be effected through vessel's Agent 
AIRPORT: Nandi International Airport is 16 miles from Lautoe 
Frequent flights to all parts of the world by several major airing 
operating through Nandi. 

TIME: GMT plus 12 hours. No alterations to clocks. 

HOLIDAYS: Public holidays: New Year's Day, Good Friday, Ease 
Saturday, Easter Monday, Queen's Birthday, Bank Holiday, Fiji De 
Deepwali, Prince Charles’ Birthday, Prophet Mohammed's Birthds 
Christmas Day, Boxin: = 

POLICE/AMBULANCE/FIRE: Dia! 000 in emergency. Police, 6022 
Ambulance, 60399; Fire, 60211. 

SERVICES: Tank-cleaning labour and labour for painting, chipping, et 
can be provided, but no equipment. No facilities for discharge of s# 
tanks etc. Compass adjustments can be arranged. 

ainoey connection on wharf (3 lines). Police post on whart. 
AUTHORITY: Ports Authority of Fiji, G.P.O. Box 780, Suva, Fiji. 
312700. Telex: 2203 PAF FJ. Cables: Pafiji Suva. Contact: Isimeli Bos 
Director General. 


LEVUKA: 17.41 S. 178.51 E. 


DOCUMENTS: 

Goods carried in Unregistered Space (C.E. 148) (1 only). 

List of articles in possession of Crew, Officers and Master 

(1 only). 

Crew List (8 only). 

Passenger List (8 only). 

Parcel List (2 only). 

Primary Health Report (1 only). 

Special Malaria Forms (1 only). 

Vaccination Certificates (1 for each person). 

Derat Certificates (1 only). 
PILOTAGE: Pilots are arranged through Agents. Pilot boards in pos 
— Lat. 17° 40.64’S., Long. 178° 52’E. 
MAX. SIZE: Length 560 ft. Max. draft 25 ft. 
HEALTH: Radio Pratique may be granted when any vessel has © 
visited any malarious port and Master declares that crew a 
passengers are healthy and vessel has not come from any area wie" 
internationally quarantinable diseases are endemic or in 
Vessel may then enter port by day or night. On berthing, Master ™ 
immediately deliver to Quarantine Officer fully completed Primary Heel 
Report and Derat or Derat Exemption rtificate. If there is ® 
suspected case of disease or fever on board, vessel must be 
at Quarantine Anchorage until cleared by Port Medical Autho® 
Pratique is automatic if a vessel has been granted Pratique at anoté 
port in Fiji. 
TUGS: No tug service available. 


(See Plar 


NG: Only 1 vessel berthing at a time. 
in Levuka is generally effected starboard side to, outside 


be Wart. Both dry Cargo vessels and tankers use the one berth 


a ible for overseas shipping at Levuka. 


Wh. Length Depth Alongside 
Outer Face 255 m. (837 ft.) 7.9 m. (26 ft.) 
inner Face 208 m. (683 ft.) 6.7 m. (22 ft.) 


sTEVEDORES: Estimated time of arrival of any vessel and tonnage of 
cargo to be discharged should be received at least 24 hours from time 


0 CAL: Normal hospital facilities are available. Specialist services 

sot available but can be arranged for within 24 hours. Cholera and yellow 

valid Vaccination Certificates are required to be held by ship's 

crew and seen ah except those coming from New Zealand, 

jystralia, Kiribati, Tuvalu, Tonga or Samoa. ; 

TANKERS: Load and discharge lines 8 in. steel pipe. 1 berth only. 
NSITY: 1025. 

FRESH WATER: Available only during normal working hours, which is 

tom 0600 to 1600 from Monday to Thursday, and Friday up to 1500. 

nate of delivery of water is about 15 t.p.h. 

FUEL: Light marine diesel only — viscosity kin. at 100°F. = 3.4. 

FIRE PRECAUTIONS: Bunkering only permitted during period between 

sunrise and sunset. 

CONSULS: None. _ ; ; : ; 

REPAIRS: Minor engine repairs are possible, but deck and major engine 

repairs could be carried out at Port of Suva, which is about 57 miles 


way. 
SURVEYORS: See “Suva”. 
GANGWAY/DECK WATCHMEN: 
recommended to stop unauthorised persons from going on board. 
OPENING/CLOSING HATCHES: Normally carried out by stevedores. 
CUSTOMS ALLOWANCES: All crew and Officers will be issued with 
2% cigarettes per day. A maximum of 4 days’ allowance may be given 
at any one time. Cigars or tobacco may be taken in lieu of cigarettes. 
Masters and other Officers may be allowed to keep in their possession 
small quantities of liquor. 

Daily allowances: Spirits, 1 reputed quart to Master; 0.25 reputed quart 
to other Officers; Beer, 2 reputed quarts to Master; 2 reputed quarts to 
other Officers. 

REPATRIATION: Facilities exist for repatriation. 

AIRPORT: Situated on island of Viti Levu and the distance is about 200 
miles. It is served by regular airlines (international). Connections twice 
daily from local airport, 12 miles from port. 

TIME: GMT plus 12 hours. 

HOLIDAYS: Working of cargo is not permitted on Sundays, Good Friday 
and Christmas Day. Application to work on Sundays to be made to the 
Ports Authority of Fiji at Levuka. 

Public Holidays: See “Lautoka”. 

POLICE/AMBULANCE/FIRE: Police, 44222; Ambulance, 44015; Fire, 
44014. 

TELEPHONES: Arrangements may be made with Postmaster for 
installing telephone on board. 

SHORE LEAVE: All crew members are allowed shore leave unless there 
isa special restriction from any Government authorities. 
IDENTIFICATION CARDS: Not compulsory. 

DELAYS: No berthing at night (lines cleared by Quarantine Authorities). 
Bunkering from sunrise to sunset. No loading or discharge during rain. 
GENERAL: Rat guards must be affixed to all shore moorings or cables 
greased when alongside to prevent the advent of rats. 

AUTHORITY: Port Authority of Fiji, G.P.O.Box 780, Suva, Fiji. Tel: 
312700. Telex: 2203 PAF FJ. Cables: Pafiji Suva. Contact: Isimeli Bose, 
Director General. 


Services of watchman highly 


SUVA: 18.08 S. 178.26 E. (See Plan) 


PORT LIMITS: A vessel is considered to be an “arrived vessel” having 
passed the West Reef Beacon at the entrance to Suva Harbour. 
DOCUMENTS: 
! Last Port of Clearance Certificate. 
2 Declaration of Nett and Unregistered Tonnage form. 
8 Passenger Lists. 
8 Crew Lists. 
6 Stores Lists (for high duty goods). 
Passenger liners are required to submit Transit Passenger Lists and 
also a Letter of Guarantee from Master. 
Vaccination Certificates for Passengers and Crew. 
pera Certificates. 
MAOTAGE: Arranged through vessel's Agents. 24 hours notice of ETA 
ha Confirmation 12 hours before arrival. Suva Harbour Control should 
contacted on VHF Channels 16 and 20 when within range. Pilot 
ae 'S a white clipper bow launch with word “Pilot” in black on each 
and will leave wharf 30 minutes before signalled ETA of vessel. 
board on leads 5 miles from front lead. Vessels may stand in on 
' to meet pilot vessel. Vessels are advised to provide 2 manropes 
pilot ladder which will usually be required on the port side. No 
pr e for vessels awaiting a Pilot. 
atho ORAGES: Safe anchorage may be found in depths of 10 to 20 
4 Ms within the harbour. Holding is good, mud bottom. 
AX RICTIONS: Vessels may enter at any time of day or night. 
wher SIZE: No length or draft limitation for conventional vessels 
Ng port. Largest vessel regularly entering is 42,000 tons. 
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FIJI ISLANDS 


HEALTH: Health authorities require that vessels cable details of ports 
visited within 50 days of ETA. Radio Pratique will be granted to vessels 
which are healthy and have not visited a port in a malarial area within 
50 days. Health authorities board and inspect any vessel which has 
visited a malarial port within 50 days and will spray any vessel which 
has visited a malarial port. Vessels arriving from malarial areas are not 
permitted to berth during hours of darkness. Authorities board from a 
launch as vessel enters harbour. Quarantine Officer will sight Maritime 
Declaration of Health and Derat Certificate on boarding. No further 
Pratique formalities are required in Fiji ports other than first port of entry. 
RADIO: Suva Radio, call sign 3 DP. 500 kHz., 24 hours listening watch. 
VHF: Port Control maintains a 24-hour port radio control watch at Suva 
on VHF Channels 16 and 20. The call sign is “Suva Harbour Control”. 
TUGS: One tug available — 1,125 h.p. Compulsory for vessels of 
3,000 g.r.t. and upwards. 

BERTHING: Vessels berth port or starboard side to King's Wharf or port 
or starboard side to Walu Bay Wharf as may be necessary. King's Wharf 
is 495.0 m. in length, having a least depth alongside of 11.6 m. at MLWS 
at the North end and 10.6 m. at the South end, whilst Walu Bay Wharf 
is 183.0 m. in length, having a least depth alongside of 9.0 m. MLWS. 
Ro/Ro cargoes handled. 

Vegetable Oil: Vessels loading vegetable oils berth at Walu Bay or North 
King's Whar. 

LPG Carriers: Berth North King's Wharf or Walu Bay. 

Equipment: 1 x 10 ton crane. Fork lift trucks 2.5 tonnes — 25 tonnes 


capacity. 
STEVEDORES: Arranged by ship's Agents. 
Working Hours: 


Day Shift: 0800 — 1300 hrs. : 5 hours 
1300-1400 hrs. : unpaid meal break 

1400 — 1600 hrs. : 2 hours 

7 hours 

Afternoon Shift: 1600 — 2100 hrs. : 5 hours 
2100 — 2200 hrs. __: unpaid meal break 

2200 — 2400 hrs. : 2 hours 

7 hours 

Night shift: 2400 — 0500 hrs. : 5 hours 
0500 — 0600 hrs. =: unpaid meal break 

0600 — 0800 hrs. : 2 hours 

7 hours 


MEDICAL: Advance notice of medical assistance is desirable. Hospital 
facilities available. Current international vaccination certificates required. 
TANKERS: Discharge lines 8 in. diameter. Tankers discharge at King's 
Wharf, North and South Berths. Depths alongside 42 ft. No residue 
discharge facilities. 

DENSITY: Salt water, density 1025 approx. No tide effect on density. 
FRESH WATER: Available at all berths. Delivery rate 30 t.p.h. per hose. 
Hose diameter 75 mm. 

FUEL: Furnace fuel oil, diesel fuel oil, gas oil available by prior 
arrangement through oil company. 

CONSULS: Diplomatic Heads of Missions Resident in Fiji: 

Australian High Commissioner 

British High Commissioner 

French Ambassador 

Indian High Commissioner 

Japanese Ambassador 

New Zealand High Commissioner 

Papua New Guinea High Commissioner 

Ambassador for the People's Republic of China 

Tuvalu High Commissioner 

United States Ambassador 

Malaysian Ambassador 

South Korean Ambassador 
Consular Representatives in Fiji: 

Denmark 

Finland 

Italy 

Nauru 

Netherlands 

Norway 

Pakistan 

Philippines 

Sweden 
REPAIRS: Engine and deck repairs may be carried out at local machine 
shops. 3 slipways for vessels up to 1,000 tonnes. 

SURVEYORS: Non-Exclusive Classification: 

Lloyd's Register of Shipping 

Panama Bureau of Shipping Inc. 

Det Norske Veritas 

Nippon Kaiji Kyokai 

Germanischer Lloyd 

Korean Register of Shipping 

China Corporation Register of Shipping 

Bureau Veritas 

American Bureau of Shipping 

The resident Surveyor Mr. D. Sunderland of Billett, Wright & 
Associates Ltd. is based in Suva, however attendance in other Fiji ports 
is possible providing adequate notice is given. Surveyor may be 
arranged by contacting Ship's Agents. 

Cargo Surveys: 

Cargo & Marine Survey Ltd. of Lautoka (See “Lautoka’’) provide all 
manner of services including draft surveys and damaged cargo 
inspection. 

Resident Surveyor Captain D.E. Worthington is also available to 
attend at Malau Labasa. Surveys may be arranged through Ship’s 


Agents. 
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GANGWAY/DECK pemesmms oop ts of rie a NOTES 

watchmen is recommended and normally provided by ship's Agents. A alpen ; 
OPENING/CLOSING HATCHES: Normally opened and closed by Cte ae Oe Seas eae OT 
stevedore labour but crew may be employed at Master's discretion. 
CERTIFICATES: 

Load Line. 

Certificate of Registry. 

Safety Equipment Certificate. 

Radio Certificate. 

Derat Certificate. 

Maritime Declaration of Health. 

CUSTOMS ALLOWANCES: 1 oz. tobacco per man per day. No alcohol. 
REPATRIATION: Facilities exist for crew changes and repatriation. 
AIRPORT: 15 miles to Nausori (Suva) Airport, serving Pacific Islands 
on weekly basis. Numerous daily flights to Nandi International Airport. 
TIME: Local time is 12 hours ahead of GMT. 

HOLIDAYS: See “Lautoka”. 

Cargo is not worked on Public Holidays. 
POLICE/AMBULANCE/FIRE: Police, 311222; Hospital, 313444; 
Ambulance, 312439; Fire, 22688; Emergency, 000 for any of the above 
services. 

TELEPHONES: Telephone connections to ships are provided. 

SERVICES: Compass adjusting may be carried out. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not compulsory. 

GARBAGE DISPOSAL: Garbage collection service is available, hire of 

bins can be arranged through Carpenters Transport, Tel: 313122. 

WASTE OIL DISPOSAL: Can be arranged free of charge through 

careers Steel Co. Ltd., provided they keep the waste oil. 

SEAMAN’S CLUBS: Flying Angel - Missions to Seamen, Tel: 300911. 

CURRENCY: Fiji Dollar. 

DELAYS: Delays are not usual except for rain during hurricane season 

from November to April. 

AUTHORITY: Ports Authority of Fiji. G.P.O.Box 780, Suva, Fiji. Tel: 

315399. Telex: 2203 PAF FJ. Cables: Pafiji Suva. FAX: (679) 300064. 

ag) Isimeli Bose, Director General, Captain Malcolm Peckham, Port 
aster. 


OUT PORTS OF SUVA: Customs and Pilot are embarked at Suva or 
Lautoka. 

Ellington: Lat. 17.20° S., Long. 178.14° E. private wharf for loading sugar 
and molasses from Raki Raki Mill. 

Naikorokoro: North Coast of Kandavu. Anchorage for loading sawn 
timber. 

Savu Savu: Lat. 16.47° S., Long. 179.21° E. Government wharf for local 
coast trade and anchorage for cruise vessels. 

Vatia Point: Lat. 17.25° S., Long. 177.46° E. Private wharf for discharging 
explosives and fuel to gold mines. 
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Finland 


GENERAL: 


pEEP-SEA PILOTAGE: See “Baltic Deep-Sea Pilotage”’. 


EKENAS / TAMMISAARI (Including Skogby): 
59.58 N. 23.26 E. 


NTS: 
onl or Finnish Measurements Certificate. 

1 Personal Effects List. 

1 Ship's Provisions List. . 

2 Crew Lists (passengers to be included). 

+ Customs Declaration (official forms supplied by the Customs 

Authorities). 

4 Manifests. 

2 Bills of Lading. ; ; ' : 
PILOTAGE: Pilots for Ekenas / Tammisaari applied for at Hango Pilot 
Station by approaching pilot station outside Hango/Hanko, where pilot 
soat will meet vessel right outside pilot station. 

Telegram address: Hango Pilot. 

MAX. SIZE: Max. draft 15.1 ft. (4.6 m.). No other restrictions. At Skogby, 
draft up to 24 ft. — No tide. 

RADIO: Helsinki Radio, Call sign OHG. 

VHF: Helsinki Radio, Channels 5, 28 and 85. When in the Hanko/Ekenas 
area use Channels 86, 03 and 25. 

TUGS: Normally no tugs stationed at Ekenas but can be arranged from 
Xoverhar or Hanko (12 nautical miles and 20 nautical miles from Ekenas 
respectively). 

BERTHING: Two quays at Ekenas: “Trakajen’, length about 160 ft.; 
Stenkajen’, length about 500 ft. 

3 mobile cranes, capacities 27, 36 and 56 tons are available. Two of 
the mobile cranes are equipped with grabs suitable for discharging of 
oulk cargoes such as coal, coke, china clay, ball clay, salt and grain. 
STEVEDORES: ETA to be given to Agent 1400 hrs. Finnish time on the 
day before arrival in order to prepare loading/discharging (Stevedore: 
JA. Westerlund). 

Working Hours: Normal working hours are Monday to Friday 0700 — 
1600. Daily overtime can normally be arranged for up to 4 hours 
1600 - 2000). All overtime is, however, voluntary. 

MEDICAL: Hospital treatment can be arranged when needed. 

DENSITY: 1001. 

FRESH WATER: Fresh water is delivered to the ship's side by means 
of hose in Summertime. 

FUEL: Bunkering available at Ekenas by means of tank trucks. 
REPAIRS: Minor electrical and deck repairs may be carried out. 
OPENING/CLOSING HATCHES: Normally carried out by crew. 
CUSTOMS ALLOWANCES: 200 cigarettes permitted for each crew 
member. 1 open bottle of 1 litre wine or spirit is allowed for each crew 
member over 18 years of age. 

AIRPORT: Nearest airport is Helsinki Airport, situated about 100 km. 
from Ekenas. 

HOLIDAYS: On Saturdays and days preceding Church holidays, the 
eve of Independence Day, the day preceding May Day, on Whitsun Eve 
and on New Year's Eve the working day consists of four working hours, 
starting from 0700 hrs. or 0800 hrs. and lasting to 1100 hrs., or 1200 hrs. 
‘spectively without break for meals. May Day, Independence Day, 
Stn December), Easter Saturday, Midsummer Eve and Christmas Eve 
are considered as labour free days. 
POLICE/AMBULANCE/FIRE: Police, 
Ambulance, Tel: 112; Fire, Tel: 112. 
TELEPHONES: There are no arrangements for placing telephones on 
soard the vessel but telephone calls can be made from the Harbour 
vonstable’s Office. 

SUPPLIES: Ship stores and provisions can be ordered from Hango 
through Agent. 

SHORE LEAVE: Shore leave allowed for crew members. 
IDENTIFICATION CARDS: Not needed. 

GARBAGE DISPOSAL: Available at 2 hours notice. Tel: 911-2486713. 
WASTE OIL DISPOSAL: Available. Tel: 911-2486713. 

SEAMAN’S CLUBS: None. 

CURRENCY: Finnish Mark. U.S.$1.00 = FIM 5.60 (2/94). 

AUTHORITY: Hamnkontoret i Ekenas, Postbox 75, SF-10601 Ekenas. 
lh 911-263111, 949-471663 or 911-43374. FAX: 911-2632050. 
vontact: Svante Rosin, Harbour Master. 


(See Plan) 


Tel: 112 and 2414000; 


FINLAND 
HAMINA: 60.34 N. 27.11 E. (See Plan) 


PORT LIMITS: A vessel is considered to be an “arrived vessel” subject 
to Charter Party Terms, when arrived at roads. 
DOCUMENTS: Normally required: 

1 Crew List. 

1 Passenger List. 

3 Manifests. 

1 Bill of Lading of each consignment. 

Customs Documents: 

1 Special List (personal effects). 

1 Provision List (Ship's Articles). 
Ship's Papers Required: 

Safety Equipment Certificate. 

Radio Safety Certificate. 

Construction Certificate. 

International Tonnage Certificate. 

International Load Line Certificate. 

Certificate of Registry. 

Tonnage Dues and Ice Dues Certificates if vessel called previously. 
PILOTAGE: Sea Pilot boards at Orrengrund. Fairway 33 miles from 
Orrengrund to Hamina, depth 9.0 m. New Fairway 38 miles long, depth 
10.0m. VHF radio telephone Channel 16; pilot boat: hull red, 
superstructure yellow. Vessels coming from Eastward can take Pilot at 
Haapasaari (Aspo), but must order Pilot by radio via Coast Radio Station 
at least 6 hours before ETA Haapasaari. 

Harbour Pilotage: Harbour Pilot takes over at Roads. Harbour pilot 
boat: hull black, superstructure yellow, word “Pilot” painted with black 
letters. Harbour pilotage optional. VHF Channel 12. 

ANCHORAGES: 2 anchorages with good holding grounds at Roads. 
RESTRICTIONS: Usually no restrictions. Max. draft 10.0 m. Port open 
throughout year. 

MAX. SIZE: Draft is governing factor. No tide but prolonged Easterly 
winds can cause lower water level, which must be checked before 
entering berths. 

HEALTH: Bill of Health not required. In case suspected disease or fever 
on board, doctor to be contacted, preferably via Agent, by radio before 
arrival. 

RADIO: Vessels in Baltic Sea usually contact Helsinki Radio/OHC, A1 
and OHG, A3. VHF Channels 16 and 26. 

RADAR/VHF: There is no land radar service. Harbour is equipped with 
VHF radio telephone, Channel 12. Also see “Radio”. 

TUGS: Join vessels at Roads. Ship’s lines usually used. 

BERTHING: 


Quay No. Depth Length 
(m.) (m.) 
Coal Quay 6.9 345 
Lakulahti (L) L1-2 8.6 216 
L3-8 7.9 591 
L5 — Ro/Ro 7.9 
Hiirenkari 1-2 7.9 158 
3 8.4 110 also Ro/Ro 
4-5 8.6 200 
HK6 — Ro/Ro 8.6 
Palokangas PK1 10.0 176 also Ro/Ro 
PK2 10.0 224 
PK3 10.0 190 
PK4 10.0 to be built 
Oil Pier 1 9.0 
2 10.0 
3 10.0 
LPG Terminal — 9.0 170 
Roads 8.6 
Outer Roads 10.0 
CRANES: 
No. Capacity/Tons Type 
Coal Quay 3 5 
2 6.5 
6 36 — 55 mobile 


STEVEDORES: ETA is expected in good time before arrival. 
MEDICAL: Advance notice helpful but not compulsory. Hospital facilities 
available at town. 
TANKERS: Possibility to discharge oily water ballast. 
Also see “Berthing”’. 
DENSITY: 1003. 
Saat WATER: Available at majority of quays; elsewhere supplied by 
at. 
FUEL: Fuel and diesel oils available by tank truck at short notice. 
CONSULS: Denmark, Netherlands, Norway, Sweden, United Kingdom. 
REPAIRS: Minor repairs effected. 
GANGWAY/DECK WATCHMEN: Shore watchmen available, Sundays 
and holidays 100% extra. 
OPENING/CLOSING HATCHES: Crew close automatic hatch covers. 
Hatches to be covered manually are usually covered by stevedores. 
CUSTOMS ALLOWANCES: Tobacco: Master 200 cigarettes or 200 
grams tobacco. Others, 100 cigarettes or 100 grams tobacco. Wine and/ 
or Spirit: Master, 3 bottles wine or spirits. Others, 1 bottle. 
REPATRIATION: There are facilities for repatriation. 
AIRPORT: Helsinki Airport, distance 145 km. Regular flights. 
TIME: Local time is GMT plus 2 hours. GMT plus 3 hours in Summer. 
HOLIDAYS: New Year's Day (Jan. 1); Epiphany (Jan. 6); Good Friday; 
Easter Monday; Labour Day (May 1); Ascension Day; Whit Monday; 
Midsummer Day; All Saints’ Day; Independence Day (Dec. 6); Christmas 
(Dec. 25 and 26); Midsummer's Eve. 
POLICE/AMBULANCE/FIRE: Police 002; Ambulance 000; Fire 000. 
REGULATIONS: Regular vessels have preference at certain berths. 
AUTHORITY: Port of Hamina Authority, PL 14, SF-49401 Hamina, 
Finland. Tel: 358-52-7495400. FAX: 358-52-7495419. 
Contact: M. Koskinen, Harbour Master. H. Heikkila, Port Director. 
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HANKO: 59.49 N. 22.58 E. 


DOCUMENTS: 

Ship's Register. 

Crew List. 

Manifests. 

Bills of Lading. 

Provisions List. 

Health Certificate. 
PILOTAGE: Compulsory, distance from sea to port is 6 miles. Pilot boat 
painted red, arriving outside Russaro called by radio via Helsinki Radio 
or by flag, sound or Morse: “G”. 
Pilot Station: Tel: (911) 2482246. Fax: (911) 2482251. VHF Channels 16 
and 13. 
ANCHORAGES: Inside Gustavsvarn. 
RESTRICTIONS: Draft 26.5 ft., length/breadth no restriction; no tide. 
RADIO: Cable Agents giving ETA via Hanko or Helsinki Radio. 
RADAR: At pilot station; service for ships entering port, contact by ship's 
radio. 
TUGS: In Winter harbour tug assists ships to and from the quay. 
BERTHING: Quay height ut 6 ft. above sea level. Shore fenders 
keep vessel about 2 ft. off quay. Special quays for Ro/Ro traffic. 


(See Plan) 


Quay Permitted draft Length of quays 
ft. in. (m.) 
Germany 19 105 
Great Mole 22 04 704 
Notholms 24 00 - 2511 310 
26 125 
Free Harbour 25 170 
Kone Oy 20 125 (railway connection and 
shore cranes). 
Deep Quay 43 300 
CRANES: 
No. Capacity/tons Type 
Great Mole 1 6 Movable 
2 3 ¥ 
Notholms quay 2 5 ts 1 with grabs 
1 
Deep Quay 1 45 Universal container crane 


Free Harbour: One mobile crane, lifting capacity 40 tons. 21 fork lift 
trucks available. 


STEVEDORES: Ordered by Agents. 

FRESH WATER: Delivered from shore installations during day , 
night. Rate of delivery about 20 t.p.h. 

FUEL: Delivered by rail cars only. 

DENSITY: 1005. 

WATCHMEN: Available but not compulsory. 

HATCHES: Crew allowed to open and close hatches. 

CUSTOMS ALLOWANCES: No restrictions in the Free Port, Outs 
about 200 cigarettes and limited amount spirits per man. 
CONSULS: Denmark, Iceland, Netherlands, Norway, Spain, Swed. 
REPAIRS: Small repairs possible. 

SURVEYORS: Surveyors and cargo inspectors available. 

TIME: Local time GMT plus 2 hours. GMT plus 3 hours in Summa 
POLICE/AMBULANCE/FIRE: Police 10022; Fire and Ambulance 
— Storing possible by barge or truck. Fork lift trucks and Tigge, 
available. 

IDENTIFICATION CARDS: Not required. 

GRABAGE DISPOSAL: Garbage containers available on 
ao fee: Fim 0.17/n.r.t. Minimum Fim 170.0, Maximum Fim 4% 
WASTE OIL DISPOSAL: Tanker trucks available. Contact Hang 
Lokakuljetus Oy. Tel: (911) 2486713, 2482211. Fax: (911) 2484073 
SEAMAN’S CLUBS: None. 

CURRENCY: Fim. U.S.$ 1.00 = Fim 5.60 (10.2.94). 
AUTHORITY: Port of Hanko, Western Harbour, P.O. Box 11, 10% 
Hanko. Tel: (911) 8031. FAX: (911) 803802. Contact: Tom Luoma, Py 
Director, Tel: (911) 803800. Tom Widenas, Harbour Master, Tel: (9 
803801. 


HELSINKI: 60.10 N. 24.57 E. 


DOCUMENTS: 
2 Crew Lists. 
2 Passenger Lists. 
Customs uments. 
2 Crew Bond Declarations. 
2 Ship's Bond-store Lists. 
Derat Certificate. 
4 Manifests. 
2 Bills of Lading. 
Ship’s Register, Certificate of tonnage. 


APPROACHES: Directions for arrival in the port: Vessels using the main 
approach to the port from Helsinki Lighthouse should keep the Harmaja 
Lighthouse Beacon in line with the church tower on the island of 
Suomenlinna. The light from Harmaja is visible at a distance of 37 km. 
(20 nautical miles), and the approach channel has a bearing of 007°. 
The islet of Harmaja is left on the Western side of the fairway. In the 
event that the Master of the vessel is not thoroughly acquainted with 
the fairway and its markings, he is strongly advised not to proceed 
without the assistance of a Pilot any closer than 3.7 km. (2 nautical 
miles) to Harmaja, where the channel veers to a bearing of 010°. 


PILOTAGE: Compulsory. ETA required 24 hours prior arrival. At present 
there are 5 different channels available for vessels approaching Helsinki. 
1. Helsinki Lighthouse-Harmaja-Helsinki: 

The main approach to Helsinki, this channel starts from East of the 
Helsinki Lighthouse, a caisson beacon on the shoals South of Helsinki, 
at a distance of around 22 km. from the port. It proceeds via the Harmaja 
pilot station and the Kustaanmiekka Strait between the islands of 
Suomenlinna and Vallisaari, to the open area of water beyond, known 
as Kruunuvuorenselka. To this point the channel is navigable by vessels 
drawing up to 9.6 m. The fairway branching off North of the Harmaja 
pilot station and leading to the West Harbour has a depth of 8.9 m. Pilots 
are taken on board from the station at Harmaja. 

2. Helsinki Lighthouse-Melkki-Helsinki: 

This 11 m. channel leads from the Helsinki Lighthouse to the East of 
the Graskarbadan Light and then between the islands of Pihlajasaari 
and Melkki to the West Harbour. Pilots are taken on board from the 
Harmaja pilot station. 

3. Porkkala-Helsinki: (Southern Finland Winter Fairway). 

The Winter fairway into Helsinki begins from roughly 8 km. West of 
the Porkkala Lighthouse. The channel is 10 m. deep from Sommaro, 
decreasing to 9 m. from Ronngrund. The fairway joins the 11 m. channel 
(see above) leading to the West Harbour S.W. of Katajaluoto, and joins 
the 9.6 m. lead to Helsinki North of Harmaja. 

During the Winter months, when the passage from the Helsinki 
Lighthouse to Harmaja is closed owing to ice conditions, all vessel traffic 
into Helsinki is directed via the route above. Pilots are taken onboard 
from the Porkkala pilot station. 

4. Porkkala-Helsinki: 

In addition to the above channel, there is a 7.9 m. fairway leading 
from Porkkala to Helsinki, which ins from about 1 km. West of the 
Porkkala Lighthouse and joins S.E. of Pihlajasaari with the 8.9 m. 
channel leading to the West Harbour. Pilots are taken onboard from the 
Porkkala pilot station. 
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5. Emasalo-Helsinki: 

From the East there is a 9 m. channel leading to Helsinki through ty 
outer islands, which joins with the main approaches to Helsinki North: 
Harmaja. Pilots are taken onboard from the Emasalo pilot station. 
Pilots are obtainable from: 

Emasalo Pilot Station VHF Channels 16 or 13. Tel. (915) 542710. 

Harmaja Pilot Station VHF Channels 16 or 13. Tel. (90) 668122. 

Porkkala Pilot Station VHF Channels 16 or 13. Tel. (90) 2984113 

Port Authority VHF Channels 16 or 13. Tel. (90) 1733328 


DIRECTION FINDING: Harmaja Radio Beacon (frequency 298.8 kt 
Signal “HA”) transmits: 
jon-directional radio signals, with a modulation frequency of 395 kt 
By listening to these signals with a direction finding receiver, equipp# 
with frame aerial, a ship can determine her bearing to the beacon. 
Harmaja Lighthouse and Helsinki Lighthouse fitted with “Racon’ © 
3 cm. radar (X-area). 


ANCHORAGES: Good anchorage available outside harbour, dep 
26 ft. — 32 ft. clay bottom. 


MAX. SIZE: Draft 31 ft., length no limit. 
HEALTH: See “Oulu”. 


DEPTH OF CHANNELS: 

From Helsinki to East 9 m. 

From Helsinki Lighthouse to Helsinki 9.6 m. and 11.0 m. 

From sea South via Porkkala 9.0 m. . 
Variations in water level: There are no tidal variations as such in! 
port, but rather the differences noted are the result of weather or clima® 
conditions. 

Max. +1.30m. 

MHW_ +0.85 m. 

MLW -—0.65 m. 

Min.  —0.90m. 
VHF: Harmaja Pilots, Porkkala Pilots and Port Authority call V¥ 
Channel 16 or 13. 
TUGS: Several available. Charges based upon time when tug /ea\® 
station berth until moment of return to same station. 
BERTHING: Port and equipment owned by Municipality of Helsi® 
5 principal parts of port are South Harbour and West Harbour, No* 
Harbour, and Herttoniemi and Laajasalo Oil Harbours. 

Foreign passenger traffic is concentrated on the South Harbour 

West Harbour handles main part of transoceanic traffic; heavy 90° 
and container terminal in West Harbour fitted with 3 container cre® 
and 1 multi-purpose crane (lifting capacity of each 40 tons), also s* 
of 2 flour-milling plants (Vaasanmylly Oy and State Granary), into we 
grain discharged by suction. On silo quay pneumatic grain unloay? 
owned by State Granary travels along 71 m. long bridge alongside ** 
to be unloaded. Equipment is 30 m. above quay level and range’ 
suction pipe 11 m. from edge of quay. Unloading equipment can 
100 t.p.h. Mass export articles such as cellulose, paper and wood goo® 
loaded chiefly in this harbour. In West Harbour is free-zone wareho® 
which offers same privileges as free port. 

The North Harbour operates mainly as a North Sea general cat 
harbour. The area contains a coal harbour. 

Herttoniemi and Laajasalo form the oil harbour, where the leading” 
companies have oil storage tanks and their own piers. 


FINLAND 


Harbour: 
son Lifting cranes and ramps 
—— Depth in Depths' Lifting 
Ramp Length Fairway alongside Number and type of crane capacity Radius 
Quay (m.) (m.) (m.) tons (m.) 
bE SE SEPT SEG COE as Ci kS ie = SoS SS aS a 
EO1 150 7.9 To 
Orympia Quay EO2 220 7.9 88 
EM3 140 7.9 7.0 
Makasiini lay EM4 130 6.9 7.0 
Pakkahuone Qua EPL 135 6.0 
iybeck Quay 4 ELY 95 3.5 3.8 
Keisarinluoto Quay EKE 80 3.0 
Katajanokka Quay EKA 70 4.5 
" “e EK5S 180 7.9 8.8 
” gf EKL 120 7.9 8.9 
EK6 220 7.9 8.9 
” : EK7 220 7.9 8.9 
Cruise Liners ERA 280 9.6 10.0 
is ata ERB ramp 9.6 10.0 
+dolphin 
‘Minimum depth from mean water mark to bottom. 
Ramp details 
Centre line Max. axle load 
Quay Ramp Height above mean water Width from quay side Max. bogie load 
(m.) (m.) (m.) tons 
ia Quay 
by hd ramp EO1 1.8-—3.35 12.0 9.5 
Bridge ramp EO2 1.4-3.5 22.0 14.0 
Makasiini Quay 
Shore ramps EM3 and EM4 1.65 — 2.2 16.5 
Katajanokka Quay 
Shore ramp EK5 2.3 — 2.7 15.0 10.8 
Shore ramp EK6 1.85 — 2.65 23.5 14.0 
Bridge ramp EK7 1.5-3.2 13.0 11 
West Harbour: 
Lifting cranes and ramps 
Depth in Depths' Lifting 
Quay Ramp Length Fairway alongside Number and type of crane capacity Radius 
m.) m (m.) tons (m.)? 
Tammasaari Quay LTA 135 6.9 7.8 
Energy Board Fuel Quay LEE 137 8.9 10.0 
Saukonpassi Quay (private) 20 8.9 45 
Saukko Quay LS8 253 8.9 9.0 1 Container crane for 30.5/40 24.0 
LSA 8.9 9.0 20 ft. — 40 ft. containers 
LSB 8.9 9.0 1 Container crane for 35/45 30.0 
20 ft. and 40 ft. 
containers 
Jatkasaari Quay LA 1,335 8.9 3.4 1 container crane 40/50 30.0 
LJB 
LUC 8.9 6.8 
LJD 8.9 7.3 
LJ3 8.9 8.7 1 container crane for 40/55 32.5 
LJ4 8.9 9.7 20 ft. — 40 ft. 
LJ5 8.9 9.3 6 cranes 3.0/5.0 20.5/12.5 
We 8.9 9.4 
8.9 9.4 
Sampo Quay LSL 187 8.9 5.5 
Vattameri Quay LV7 210 11.0 11.0 
Melkki Quay LM9 400 11.0 12.1 1 universal crane 
LMA 11.0 12.1 container hook 30/40 23.3 
: LMB 11.0 12.4 hook 10 25.8 
Silli Quay LS1 177 3.4-5.0 
Masa Yards LMY 8.9 9.0 
Munkkisaari Quay LHA 196 8.9 7.4 Pneumatic grain unloader® 
LHB 162 8.9 re] 
LHC 276 8.9 8.0 
LHD 8.9 7.3 
Ramp details 
CESS dg Sy BS 0 2 oe Re gerd oh be ee per lie ey ples barby 7-4 eu peer br aeons 
Qu Centre line Max. axle load 
ay Ramp Height above mean water Width from quay side Max. bogie load 
(m.) (m.) (m.) tons 
Jatkasaari Quay 
Shore ramp LJ5 2.00 — 3.00 20.5 10.30 50 
‘ rhb tea LJ6 1.15 — 4.25 17.0 11.00 50 
attame; luay 
wens ramp LV7 1.85 — 4.15 17.0 11.00 52 
luay 
oi ramp LMg 1.30 — 2.60 31.0 17.50 
a’ 
_Shore ramp Ls8 1.30 — 2.60 28.5 14.25 


Minimum depth from mean water mark to bottom. 2Owned by the state granary. *Outreach from quay/fender seaward. 
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North Harbour: 
Lifting cranes and ramps 
Depth in Depths' Lifting 
Quay Ramp Length Fairway alongside Number and type of crane capacity Radiyy 
(m.) (m.) (m.) tons (my 
ee EE Oe eee”: Ce =A thre Sie ete eee neketadinem Ls Feu bree 
Oy Partek Quay SPK 100 5.5 6.0 
Hanasaari Quay SHB 250 9.0 9.6 2 cranes 6.2 16§ 
SHA 180 9.0 8.9 1 stationary crane 150.0 10.0 
50.0 18.9 
30.0 20.0 
4 cranes 6.0 166 
Sompasaari Quay SS6 200 9.0 9.3 double deck ramp 
Ss1 9.0 8.5 
ss2 600 9.0 9.0 4 cranes 3.0/5.0 22.8/145 
SSA 9.0 9.0 1 universal crane 
SSB 9.0 9.3 container/hook 30.5/40.0 24.3 
SS3 9.0 8.4 hook 10.0 26.8 
SSs4 140 7.0 
SS5 140 7.3 
Sornainen Quay SIT 399 6.1 5.5 2 cranes 3.0/5.0 22.3/143 
Fishing Harbour Quay SKS 210 5.0 


—____—_—_—_$_$_ =“ _22V@__x——aaaws 


‘Minimum depth from mean water mark to bottom. Outreach from quay fender seaward. 


Ramp details 


——— eee ee !__.OU_U.- 


Centre line from Max. axle load 


Ferry berths Width Height above mean water edge of quay (Max. bogie load) 
(m.) (m.) (m.) (tons) 

Parru Quay 

SS1 Bridge ramp 17.00 0.70 — 3.80 11.00 50 
Sompasaari Quay 

SS2 Bridge ramp 19.00 1.20 — 3.95 12.50 35 (70) 

SS3 Shore ramp 30.00 1.35 — 2.45 15.00 100 

SS4 Shore ramp 17.00 1.50 — 2.60 10.00 

SS5 Bridge ramp 15.00 1.40 — 4.30 13.00 50 
Hanasaari Quay lower 2.5 lower 2.45-3.20 lower 14.50 lower (67) +25 (67) 

SS6 doubledeck ramp upper 13.0 upper 9.20-9.70 upper 12.0 upper 25 (67) +25 (67) 


BULK HANDLING FACILITIES: Specially equipped berths for handling 
bulk cargoes in North Harbour. Berths equipped for containers or 
Roll-on/Roll-off traffic in West Harbour (40-ton container cranes and 
multi-purpose crane) and North Harbour (40 ton multi-purpose crane). 
Also see “Tables”. 
STEVEDORES: 24 hours ETA required. Companies available of which 
1 specialises in discharging timber and coal. 
Working hours: Weekdays, 0700 — 1600 hrs. and 1600 — 2230 hrs. 
orp be 0700 — 1500 hrs. Lunch break weekdays and Saturdays 
1100 — 1130 hrs. 


MEDICAL: Agents to be informed by radio if fever suspected. 


TANKERS: Max. draft 9.6 m. 
Herttoniemi and Laajasalo form together the oil harbour of Helsinki, 
where the leading oil companies have oil tanks and their own piers. 


Quay Depth Depth of 
Harbour length alongside channel 
ae. (m.) (m.) (m.) 
Herttoniemi Oil Harbour: 8.0 
Suomen 100 8.8 
Unilever Oy 24 8.1 
Rescue Dept. Pier 60 3.0 
Laajasalo Oil Harbour: 9.6 
Shell Co's pier 32 10.0 
Esso Co's pier 30 10.6 
Neste Co's pier 58 10.2 


DENSITY: 1004 — 1005. 

FRESH WATER: Unlimited amount available by hoses from hydrants 
at quays. 

FUEL: All grades available; any amount at short notice. 

CONSULS: All maritime countries are represented in Helsinki. 
REPAIRS: All types available. 

DRY DOCKS: Masa Yards, Hietalahti: 


Extreme Breadth at Depth 
Dock length entrance on sill 
(m.) (m.) (m.) 
Dry dock 1 142 20 6.6 
Dry dock 2 208 34 9.6 
SURVEYORS: Lloyd's Register of Shipping, Bureau Veritas, 


Germanischer Lloyd, Det Norske Veritas, American Bureau of Shipping, 
Korean Register of Shipping and other private companies. 
GANGWAY/DECK WATCHMEN: Recommended but not necessary. 
OPENING/CLOSING HATCHES: Crew/Stevedores. 

CUSTOMS ALLOWANCES: 200 cigarettes, 1 litre wine and 1 litre spirits 
each man. 

REPATRIATION: Available. 

AIRPORT: Distance to airport 25 km. Flights every day all over Europe. 
TIME: GMT plus 2 hours. GMT plus 3 hours in Summer. 

HOLIDAYS: New Year's Day (1st January); Epiphany (6th January); 
Good Friday; Easter Monday; 1st May; Ascension; Whitsun; 
Midsummer's Eve and Day; All Saints’ Day; Independence Day (6th 
December); Christmas Eve; Christmas Day (25th December); Boxing 
Day (26th December). 
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POLICE/AMBULANCE/FIRE: Police 002; Ambulance 112; Fire ‘i! 
General alarm 112. 

TELEPHONES: Available. 

SERVICES: Compasses are adjusted by competent adjusters approv 
by the Board of Navigation. For compass adjustment the port hw 
constructed piles or buoys with direction markings. These appliance: 
can be used also for radio direction-finders. 

Vessels using the compass-adjustment facilities must have on boa: 
a Harbour Pilot, who is entitled to the same compensation as for harto 
pilotage. 

IDENTIFICATION CARDS: Required. 

GARBAGE DISPOSAL: In accordance with the terms of the Conventir 
on the Protection of the Marine Environment of the Baltic Sea Area, te 
discharge or jettisoning of solid or liquid waste into the sea is, with cera’ 
exceptions, prohibited throughout the Baltic Sea Area. 

On their arrival at the quay, vessels are provided with number 
special waste sacks (yellow), intended for the reception of all spec# 
waste carried by vessels arriving from a foreign port. This category’ 
special waste includes raw meat from mammals or birds or poultry, fa 
offal, meat packaging materials and wrappings, and bones. Vessels # 
specifically required to take the filled, sealed sacks only to the yell 
special waste storage bins on the quay, which bears the same text a 
markings as on the sacks. 

Normal waste and refuse should be deposited in the transpare" 
refuse sacks which are also delivered to vessels on arrival in the po 
and the filled sacks are to be taken to the grey storage bins provide 
for the purpose on the quayside. 

Port Authority duty personnel and shipping agents can provide mot 
detailed directions on the reception of waste in the port. 

WASTE OIL DISPOSAL: The Port of Helsinki is obliged to accept ¥ 
to 30 cu.m. of oily mixtures per vessel stay. Collection is by tanker tv 
and charges, which vary, are for ship's account. Contact Port of Helsi® 
Authority or SERVI, the company which operates the service, Tel: % 
7571433. 

SEAMAN’S CLUBS: Finnish Seamen's Service, MEPA, operate 
Helsinki Seamen's Club and Hotel, Tel: 625233. Facilities include 1) 
pool, refreshments, sauna and gymnasium, sightseeing tours, 

and athletics can also be arranged. 

CURRENCY: Finnish Mark (FIM). U.S.$1.00 = 5.60 FIM (25.2.94). 
ICEBREAKERS: Icebreaking work within the harbour area is car 
out by privately-owned tugs. 

During the Winter months, government ice-breakers are assigned ® 

assist vessels from the open sea to the harbour area and vice versé 
POLLUTION: In the event of an oil spill or accident involving the nsk? 
oil pollution, contact should be made immediately with the City of Hels™ 
Rescue Department, emergency Tel: 112, and with the Port Author) 
(Duty Officer) on Tel: 173-33-3280 (24 hours). 
AUTHORITY: Port of Helsinki Authority, Olympiaranta 3, 00140 Helsi™® 
Mailing Address: P.O.Box 193, 00141 Helsinki. Tel: 358-0-1738 
Telex: 124913. FAX: 358-0-17333232. Contact: Mr.Eljas Muunne 
Managing Director (Te/: 17333201.) Mr.Kari Wallin, Harbour Mas 
(Tel: 17333270). 


NKOO: 60.01 N. 23.55 E. (See Plan) 


ACHES: Max. draft 13 m. : : 
OTAGE: Pilot station is Porkkala pilot station. Pilotage service 24 
a day, VHF watch on Channels 16 and 13, 24 hours a day. Notice 
pee iyen 2 hours before arrival at boarding place (Lat. 59° 54’ N., 
— 94° 12’ E.). Distance from boarding place to harbour area about 
+4 miles. Pilot may also be ordered by telephoning Helsinki 2984112. 
MAX. SIZE: See Peale, 
ANCHORAGES: 5 miles S.W. of Sommaroe Island. 
VHF: Call sign “Inkoo Harbour’, watch maintained 16 hours a day on 
Cte ipa are available at any time, notice required is same as Pilot. 
# the vessel is over 200 m. LOA tug joins at Fageroe Island about 5 miles 
harbour area, otherwise tugs join at the turning place 1 mile before 
+ area. Tugs use ship's lines. 
BERTHING: Max. draft 7.8 m. 
Coal Quay: Leen ae m., 2 cranes, 10 tons and 6 tons by hook and 
if the capacity by grab. 
“Paper Quay: Length 140 m. 
imatran Voima Oy Inkoo Power Plant: Max. draft 10 m., West part of 


ose Hamn Ab — Inkoon Satama Oy: Max. draft 13 m., East part of 


a tal length of quay 455 m. Max. draft 13 m. at the East part of the 
y (240 m,), and max. draft 10 m. at the West part of the quay 

215 m.). 4 cranes, 3 cranes capable of lifting 10 tons hook or 6 tons by 

rab and 1 crane capable of lifting 20 tons by hook or 12 tons by grab. 
SH WATER: Available. 

DENSITY: 1004. 

REPAIRS: Possible. 

TELEPHONES: Available. 

DEVELOPMENTS: Dredging underway. 

AUTHORITY: LK-Shipping Harbour: Oy LK-Shipping AB, 10210 Inkoo, 

Finland. Tel: (International) 358-0-218121. Telex: 1418 Lkin Sf. FAX: 

958-0-218115. Cables: Elcoy. Contact: Tom Biorklof (After hours 358- 

49-475353). Tomas Damen (After hours 358-49-471053). 

imatram Voima Oy, Inkoo Power Plant Harbour and Ingaa Hamn Ab — 

inkoon Satama Oy Harbour: |\matram Voima Oy, Inkoo Power Plant, 

10210 Inkoo, Finland. Te/: 358-0-21801. Telex: 1422 ivoin sf.FAX: 358- 

0-218181. Cables: Imatranvoima Inkoo. Contact: Erik Aberg, Osmo 

Kaimila. 


JAKOBSTAD (Pietarsaari): 63.42 N. 22.42 E. 
(See Plan) 


DOCUMENTS: 
International Measurement Certificate. 
3 Manifests. 
2 Bills of Lading of each consignment. 
Customs Documents: 
1 Crew List. 
1 Special List (personal effects). 
1 Provision List (ship's articles). 
(mportant: If the vessel is calling at two or more Finnish ports, 2 of each 
of these lists are to be produced at the first port of call. 
PILOTAGE: VHF Channel 16, MF 2182 kHz. Anchorage for vessel 
een a Pilot: outside the lighthouse “Kallan”. Pilot boat equipped with 
radar. 
ANCHORAGES: On inner roads called “Ado Roads”, depth 8 m. 
MAX. SIZE: Max. draft in the inner harbour 9.0 m. No tide. 
HEALTH: See “Oulu”. 
ra Vasa Radio Station. Gamlakarleby/Kokkola VHF Channels 
TUGS: Tugs (1,300 h.p.) are normally stationed in the harbour. Ship's 
lines to be used. 
BERTHING: Southern Quay: Length 200 m., depth 7.4 m. 
Old Quay: Length 180 m., depth 4.9 m. (inside), 6.0 m. (outside). 
Busko Quay (Ro/Ro Berth): Length 160 m., depth 7.4 m. 
Laucko Quay: Length 150 m., depth 9 m. 
Elevator Quay: Depth 6 m. 
CRANES: 6 mobile cranes available. 
STEVEDORES: 1st shift Monday to Saturday 0700 — 1600 hrs. (meal 
we 1100 — 1200 hrs.); 2nd shift Monday to Friday 1600 — 2400 hrs. 
“ Commence loading at 0700 hrs. notice must be given latest at 
wd hrs. the day before, or before 1200 hrs. if commencing at 1600 hrs. 
TEDICAL: Advance notice not required. All facilities available. 
ANKERS: Vessel's draft must not exceed 9.0 m. 
FR : Fresh water. 
Had WATER: From pipeline alongside quay. 
EL: Light Fuel Oil and Heavy Fuel Oil available. 
RE ULS: Danish, Tel: 10144; Swedish, Tel: 10444. 
eae: All types of repairs possible. 
OPRGWAY/DECK WATCHMEN: Watchmen recommended. 
. NING/CLOSING HATCHES: Normally carried out by crew. 
RTIFICATES: Derat Certificate to be kept on board. 
OMS ALLOWANCES: Tobacco: 200 cigarettes per 6 days for 
crew member. Wine and/or Spirits: 1 bottle of each per 6 days for 
REP man over 20 Mteaty of age. 
Ak ATRIATION: Crew changes can be effected. 
THEO: Kronoby Airport about 30 km. from Jakobstad. 4 flights daily. 
: GMT plus 2 hours. GMT plus 3 hours in Summer. 


®ach 
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HOLIDAYS: ist and 6th January; Good Friday; Easter Eve; Easter 
Monday; Labour Day (1st May); Ascension Day; Midsummer Eve; Whit 
Monday; 6th December (Independence Day); 25/26th December; 
All Saints’ Day. 

POLICE/AMBULANCE/FIRE: Police 002; Ambulance and Fire 000. 
TELEPHONES: Connection for telephone on board available. 
IDENTIFICATION CARDS: Not needed. 

AUTHORITY: Jakobstad Port Authority, Hamnkontoret, 68600 
Jakobstad, Finland. Tel: 967-12128. Contact: Ingmar Fagerudd, Harbour 
Master. 


KASKINEN (Kasko): 62.23 N. 21.13 E. 


DOCUMENTS: 

2 Crew Lists. 

2 Customs Lists. 

2 Passenger Lists. 

Manifest, Bill of Lading, etc. 

Between 1st December — 30th April (Winter) ice breaker available. 
The Finnish Ice Class Certificate, (required since 1984) can be obtained 
in Kaskinen. 

PILOTAGE: Kaskinen Pilot boards 4—5 miles outside pilot station. Pilot 
boat or station can be called by VHF Channel 16 or 13. Tel: 962- 
2227296. 
ANCHORAGES: Safe areas of anchorages, 3 miles W.S.W. of 
Salgrund, depths 10 m. — 20 m. 
MAX. SIZE: Max. draft 8 m. 
HEALTH: In case of sickness onboard, contact the Agent. 
RADIO: Helsinki Radio. 
RADAR/VHF: Radar service/VHF Channel 13 (Kaskinen Pilot). 
TUGS: 11,015 kW. Tug available during Winter. 
BERTHING: 
Pier 250 m. length, 8.0 m. — 10.0 m. depth 
Pier 35m. length, 7.0 m. depth 
Pier 160 m. length, 6.0 m. — 7.0 m. depth 
CRANES: Mobile cranes with capacity 8 tons — 24 tons. 
DENSITY: 1004. 
STEVEDORES: Available; rates about 250 — 300 tons pulp per work 


ang. 
MEDICAL: Hospital available. 
FRESH WATER: Available at berths. Charge 15 Fmk. per ton. 
FUEL: Available by tank truck. 
CONSULS: None. 
REPAIRS: Only small repairs. 
GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: Normally carried out by crew. 
CUSTOMS ALLOWANCES: Tobacco: 200 cigarettes. Wine/Spirit: 1 
bottle spirit. 
AIRPORT: Distance to Vasa Airport 100 km. Served by regular airlines. 
TIME: GMT plus 2 hours. 
HOLIDAYS: See “Oulu”. 
POLICE/AMBULANCE/FIRE: Police 10022; Ambulance and Fire 112. 
TELEPHONE: Can be connected. Cost for connection is 60 Fmk. 
SHORE LEAVE: Allowed. 
GARBAGE DISPOSAL: Drums available alongside. Charges: 
0.12 Fmk./nrt. Minimum charge 145 Fmk, maximum charge 350 Fmk. 
WASTE OIL DISPOSAL: Collection can abe arranged by tanker trucks. 
Contact Kasko Shipbroker Oy. Tel: 962-2227651. Telex: 73138 
Kasko Sf. Fax: 962-28064. 
SEAMAN’S CLUBS: None. 
CURRENCY: Finnish Mark. 
GENERAL: Port is open throughout Winter. 
AUTHORITY: Kasko Hamnkontor (Harbour Office), 64260 Kaskinen, 
Finland. Tel: 962-2227201. FAX: 962-2227235. Contact: Jukka Inkio, 
Harbour Master. 


(See Plan) 


KEMI (Ajos): 65.40 N. 24.31 E. (See Plan) 


LOCATION: Ajos harbour is a municipal port owned and managed by 
the city of Kemi. It is located at Ajos, about 10 km. (6 nautical miles) 
South of Kemi, Lat. 65° 40’ N., Long. 24° 31’ E. The area is shown on 
Finnish Charts Number 275 and Number 59. 
DOCUMENTS: Documents to be handed over after berthing: 

2 Crew Lists. 

1 Provision List. 

1 Special List (Customs). 

Tonnage Certificate. 

Cargo Documents. 
APPROACHES: The distance from Kemi lighthouse to the harbour is 
about 21 nautical miles (39 km.). The minimum width of the channel is 
(ae 44 ad ft.), and approved depth up to the oil harbour is 10 m. 
32.8 ft.). 

The water level varies between +1.5m. and —0.75 m. (+5 ft. and 
—2.5 ft.) depending on winds (water level rises during Southerly and 
falls rapidly during Northerly winds). There are no tides in the area. 
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During normal winters the harbour is frozen from the beginning of 
December to the end of May. Over this period the channel from the 
open sea to the harbour area is kept navigable by state-owned ice- 
breakers. The Finnish Board of Navigation determines the restrictions 
and requirements for vessels allowed to enter the harbour during this 
period. The port has been kept open throughout the year since 1971. 
PILOTAGE: Pilot boards from “Kemi |" Lighthouse or Nukkujanmatala 
Lighthouse. VHF and radio telephone watch maintained. 
RESTRICTIONS: Ships can enter and leave Ajos harbour 24 hours a 
d 


ay. 
MAX. SIZE: Sea to Fairway at Ajos. Max. draft 10 m. Sea to Fairway 
at Veitsiluoto. Max. draft 7.1 m. Also see “Berthing”. 

RADIO: Entering the Harbour: Time passing Kiel/Holtenau/Copenhagen 
is to be given via Harnosand Radio, Mariehamn Radio or Stockholm 
Radio. 

ETA to be given 12 hours before the calculated time of arrival. 

Notice is to be given to the pilot station, which is situated at the S.W.- 
end of Ajos Island via VHF Channels 16/13 two hours before ETA at 
the pilot embarking point, which is between Kemi lighthouse and 
lighthouse Nukkujanmatala depending on the weather. 

The notice is to include the name, call sign and the nationality of the 
vessel, n.r.t., the draft and length of the vessel, time of arrival (at the 
Pilot's boarding site) and tugs needed for berthing. 

TUGS: Icebreaker tugs of 3,500 h.p. and 1,300 h.p. Ship's lines used. 
BERTHING: 


Quays: Length Depth Permitted draft 
(m.) (m.) (m.) 
Oil Quay 90 11.4 10 
No. 1 420 7.3-8.3 7.6-10.0 
No. 2 315 9.3 8.6 
No. 3 185 5.8 5.0 
No. 4 168 5.8 5.0 
2 Ro/Ro Berths _ 11.4 and 9.3 10.0 and 8.6 


CRANES: Mobile cranes. 2x6 tons capacity; 2x55 tons capacity; 
185 tons — 25 tons capacity. 

FRESH WATER: Available at Quay Nos. 1 and 2. 

FUEL: Available. 

DENSITY: 1001. 

AIRPORT: At Lautiosaari, Tel: 53519. 

TIME: GMT plus 2 hours. 

TELEPHONES: Lines on the quays at Berths No. 1 and 2 and the 
Ro/Ro Berth. 

POLICE/AMBULANCE/FIRE: Police Tel: 16981. First Aid Tel: 23931. 
GARBAGE DISPOSAL: Garbage disposal fee is collected from every 
ship, FIM0.15/net reg.ton. Minimum fee FIM 150.0, maximum fee 
FIM 380.0/vessel. 

WASTE OIL DISPOSAL: Waste oil disposal by tanker trucks. 6 hours 
advance notification to the ship's agent is required. Disposal costs are 
charged to the ship in accordance with current agreement. 

Notice to Masters: \Instructions concerning waste disposal. 

Kemi Harbour Master informs you hereby that in Kemi harbours, the 
Rules and py eget concerning the protection of the marine 
environment of the Baltic Sea Area as stated in the Helsinki Convention 
have to be followed by all vessels. 

On the strength of this convention, no wastes shall be discharged into 
the water while the ship is in the port area. Violation of these rules cannot 
be accepted. The port staff will check that the instructions are followed 
without exception. 

While your vessel is in the port a necessary amount of bags for your 
waste disposal will be delivered to the vessel. Your waste is to be stowed 
to these bags, and before departure, be moved by your crew to waste 
container on the quay in vessel's vicinity. 

In case you want to get rid of oily residues, you are to inform Harbour 
staff directly or through your agent of your intention. Kemi City and 
Ekokem Oy have an agreement about taking care of oily residues. The 
costs hereby will be charged to the vessel in accordance with current 
agreement. The same applies to cargo or repair residues which need 
special treatment, i.e. oil drums, chemical wastes, etc. 

All questions concerning waste disposal service will be answered by 
Kemi Harbour Office, Ajos, Tel: 82017. 

SEAMAN’S CLUBS: Kemi Seaman's Mission. Tel: 9698-82030, 82074. 
Facilities: Canteen, souvenirs, telephone (international and local), T.V., 
radio, magazines, newspapers. Hours: Monday — Friday, 1800 — 2200. 

Finnish Seaman's Service, Ajos Harbour. Tel: 82180. Hours: 0800 — 
1500. Services: Sight-seeing tours, football, volleyball, swimming, 
transport for shopping tour. 

CURRENCY: Finnish Mark. U.S.$1.00 = FIM 5.60 (10.2.94) 
AUTHORITY: Port of Kemi Authority, SF-94900 Kemi, Finland. Tel: 358- 
698-82018. FAX: 358-698-82003. Contact: Markku Toivonen, Harbour 
Master (Tel. 358-698-82017). 


KOKKOLA (Yxpila): 63.50 N. 23.08 E. 


DOCUMENTS: 

2 Crew Lists. 

2 Customs Lists. 

2 Passenger Lists. 

Manifest, Bill of Lading. 
PILOTAGE: Pilot boards 2 miles North of Tankar Pilot Station. Pilot on 
VHF Channel 16. Distance to port 12 miles. 

The vessel's ETA must be given at least 6 hours in advance of arrival 
to pilot station. 
ANCHORAGES: 1 mile North of the breakwater. 
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(See Plan) 


RESTRICTIONS: Winter Navigation: The port is open throughoy 
year. Ice class restrictions apply in Winter. 

MAX. SIZE: No restrictions except draft 11.0 m. 

VHF: Vaasa Radio VHF Channel 28. Kokkola Harbour Of 
Channel 16. 

TUGS: 2 tugs available, 2,460 h.p. and 1,500 h.p. Normally Ship's jp, 


used. 
BERTHING: 


Length Max. draft 
Deep Quay 401 m. 11.0 m. 
Shore Quay (South side) 323 m 9.5 m. 
Shore Quay (North side) 100 m 7.1m. 
Stone Pier 137m 7.1m. 
Outokumpu Quay 390 m 9.5m. 
Kemira Quay 160 m 9.5 m. 
Packhouse Quay 126m 4.0m. 
Oil Qua' 83 m. 9.5m. 
Ro-Ro Quay 85m 6.0 m. 


CRANES: 2x8ton cranes at Shore Quay. 2x40 ton cranes » 

1x10 ton crane at Outokumpu Deep Quay. 18 ton crane at Kem 

Quay. Mobile cranes up to 45 tons available privately. 

BULK CARGO FACILITIES: Discharging belt for zinc concentraje, 

Outokumpu Quay. Loading and discharging facilities for fertilisers; 

Shore and Kemira Quays. Loading conveyor from railway to storage, 

quayside. Loading rate 1,000 t.p.h. Pneumatic unloader for bulk cargg 

at Shore bear 

SPECIAL CARGO-HANDLING FACILITIES: Discharging lines ¢ 

phosphorus, nitric acid and ammoniak at Kemira Quay. 
Discharging lines for oil at Outokumpu and Oil Quay. 

STEVEDORES: Normally working Monday-Friday 0700 hrs. — 2400 fy 

On Saturday 0700 hrs. — 1600 hrs. 

MEDICAL: 6 km. to hospital in Kokkola. 

TANKERS: Discharging lines for oil at Outokumpu and Oil Quay, 

DENSITY: 1002. 

FRESH WATER: Available at berths. 

FUEL: Available. 

CONSULS (Vice-Consuls): Sweden Tel: 358-68-831 1-442; Norway Ty 

358-68-8313-791; Denmark Tel: 358-68-831 1-048. 

REPAIRS: Small deck and engine repairs can be carried out. 

SURVEYORS: fee eee and draft surveyor available. 

GANGWAY/DECK WATCHMEN: Usually ship's crew. Ship's gangwa 


used. 

OPENING/CLOSING HATCHES: Usually ship's crew. 

CUSTOMS ALLOWANCES: Tobacco: Each man 200 cigarettes » 
week. Spirits: Each man a bottle per week. 

AIRPORT: Kokkola Airport 19 km. 

REPATRIATION: Crew changes and repatriation can be carried out 
TIME: GMT plus 2 hours. GMT plus 3 hours late March to le 
September. 

HOLIDAYS: Official holidays of Finland. 
POLICE/AMBULANCE/FIRE: Police Tel: 112, Ambulance Tel: {ii 
Fire Tel. 112. 

SHORE LEAVE: No restrictions. 

CREW IDENTIFICATION CARDS: Not required. 

GARBAGE DISPOSAL: Drums for garbage are available alongsit 
The charges are included in the harbour dues. 

WASTE OIL DISPOSAL: A waste oil service is available by the compay 
Sailio-Puts, Raukko & Wiitala. Wasa. Tel: 961-3440210. The wastes 
will be loaded into the tanker trucks. 

SEAMAN’S CLUBS: Finnish Seaman's Mission, Satamakatu. Tel: 3% 
68-8226-219. 

CURRENCY: Finnish Mark. The exchange rate against U.S.Dolla: 
FIM 5.67 (14.2.94). No restrictions placed upon seafarers. 
AUTHORITY: Kokkola Harbour Office, Satamakatu 53, SF-67% 
Kokkola, Finland. Tel: 358-68-8226-295. FAX: 358-68-8221-43 
Contact: Eero Maki, Harbour Director. Hans Biskop, Harbour Maste' 


KOTKA: 60.28 N. 26.57 E. 


DOCUMENTS: 

Crew List. 

Passenger List. 

1 copy of Cargo Manifest. 

1 copy of every Bill of Lading. 

Ship's Register. 

Ice Certificate. 

Customs Manifest for Stores, for ship and individual. 
PILOTAGE: On arrival off Orrengrund, contact Orrengrund Pilot by ViF 
On arrival off Kotka, contact Harbour Pilot Kotka, VHF Channel ! 
Depth in approaches 15.3 m. 

ANCHORAGES: Havouri Roads, Kukouri Roads and at the entry to! 
harbour. Max. draft 15.3 m. 

MAX. SIZE: Max. draft 15.3 m. 

HEALTH: In case of sickness on board, contact the Agents bel 
entering the port. 

RADIO: Kotka Radio call sign OHF. 

VHF: See “Pilotage”. 1 
TUGS: Tugs normally join the vessel in the harbour entrance. Sh 
lines are to be used. 3 tugs available, 4,000 h.p., 1,650 h.p., and 630" 


(See Pla 


Bel saa Permitted Draft Length 
we 2, mi 
minal - 
Hietaner “yy 16-33 1,600 
Quay (Poland Quay) 27.5 (air draft 37 m.) 360 
pe Quay 22-26 400 
Deep Water Terminal 50 460 
nner Roads 12-24 
Roads 25-29 
mend Quay 14-23 250 
. Heprant (Mussalo) Coal Quay i 200 
n 
anche Oil Quay 33 


CRANES: 26 shore cranes with capacity of 3-60 tons. 


SPECIALISED CARGO-HANDLING FACILITIES: Hietanen Terminal, 

ing of 4 Ro/Ro berths and 3 conventional berths and is equipped 
with 3 container cranes (137 tonnes, 1 x50 tonnes and 1 40 tonnes). 
Deep Water Terminal: The Main Quay of the Deep Water Terminal is 
‘or loading, unloading and intermediate storing of dry bulk goods, but 
the occasional handling of other goods is also possible. 

The depth of the 460 m. long quay is 15.3 m. at the outer end for 
285 m., and 13.5 m. at the inner end. 

The quay has 1x8 tonne crane and 2x 20/40 tonnes cranes, one of 
which has automatic container spreaders for 20 ft. and 40 ft. containers. 
The storage area extends over an area of 12 hectares, 2.5 hectares of 
which is used for short-term storing beside the quay. 


MEDICAL: Master to advise by Radio Kotka on arrival if medical 
attendance required aboard. 


TANKERS: Deep Water Terminal: Quay No. 1 — depth 13.5 m. Quay 
No.2 - depth 10.0m. The quays are equipped with hydraulic hose 
anes. 

"There are 3 chemical terminals in the area, owned by Aspo Oy, 
Transkem Oy and Neftefinn Oy. These have a total of 46 tanks for 
various products. The total volume of the tanks is 160,000 cu.m. 

Oil Harbour: South Quay — depth 10.0 m. North Quay — depth 9.0 m. 
Two companies, Transkem Oy and Aspo Oy, have their terminals in Oil 
Harbour, which serve mainly transit traffic. The total volume of the tanks 
inthe area is approximately 400,000 cu.m. The Oil Harbour has a plant, 
owned by the Port Authority of Kotka, for erg ly erent water 
containing oil. The receiving pipe of the plant is at the Southern Quay. 
Also see “Notice”. 


DENSITY: 1003. 


FRESH WATER: All berths are equipped with water pipelines, but in 
Sunila port only supplied by tugs. 


FUEL: All grades of fuel available. 


CONSULS: 

Belgium Tel. 190111 Iceland Tel. 284333 
Denmark Tel. 294111 Netherlands Tel. 190111 
Germany Tel. 190111 Norway Tel. 190111 
Great Britain Tel. 274281 Sweden Tel. 190111 


REPAIRS: All types of repairs can be carried out. 


a eral Kotkan Telakka Oy: 3 floating docks. Docking dimensions 
r vessels: 
Length 165 m., beam 28 m., draft 7.8 m./12,000 tons. 
Length 127.2 m., beam 20.1 m., draft 6.8 m./5,000 tons. 
Length 96 m., beam 16.5 m., draft 4.5 m./2,500 tons. 
GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: Normally by the crew. 
SHIP CERTIFICATES: List of Certificates to be on board: 
Passenger Ship Safety Certificate. 
Cargo Ship Safety Construction Certificate. 
Cargo Ship Safety Equipment Certificate. 
Cargo Ship Safety Radio-telephony Certificate. 
Cargo Ship Safety Radio-telegraphy Certificate. 
Exemption Certificate. 
Nuclear Passenger Ship Safety Certificate. 
Nuclear Cargo Ship Safety Certificate. 
Derat Certificate. 
CUSTOMS ALLOWANCES: For passengers: Tobacco: 200 cigarettes 
% 0.2 Ib. of other manufactured tobacco. Wine and Spirits: 1 litre. 
REPATRIATION: Facilities exist. 
AIRPORT: Nearest Helsinki-Vantaa, 140 km. 
TIME: GMT plus 2 hours. GMT plus 3 hours in Summer. 
HOLIDAYS: New Year's Day (Jan. 1st); Epiphany (Jan. 6th); Movable 
Holidays; Easter Holiday, 4 days (Sunday included); Ascension Day, 
' day; Whitsunday, 2 days (Sunday included); Midsummer Day, 3 days 
Runday included); All Saints’ Day, 1 day (first Saturday of Nov.); 
on Holidays (Dec. 24th-26th). Other free days: May 1st; Dec. 
Poli ependence Day). Cargo work can be done on all above holidays. 
TEL CE/AMBULANCE/FIRE: Police 002; Ambulance 000; Fire 000. 
He EPHONES: On some berths telephones placed on board. 
SH ES: Compass adjusting service available. 
core LEAVE: No restrictions. 
GARTTICATION CARDS: Not required. 
a BAGE DISPOSAL: There are orange coloured garbage containers 
the Quays which can be used by paying a special Garbage Disposal 
mae information is available from ship's agent. 
TE OIL DISPOSAL: Bilge water collection is handled by Ekokem 
‘y ltke dl the ship's agent. Oily ballast water is received in Oil 
’ ankers”. 
SEAMAN'S CLUBS: Seamen's Club, Kirkkokafu 18A, 48100 Kotka. 
°358-52-213093. Hours: 0800 — 2400. Facilities: Sauna, swimming 
. egal table tennis, gym, T.V. room, snacks, magazines, 


 ~ ee 


FINLAND 


CURRENCY: Local currency is Finnish Mark FIM. U.S.$1.00 = 
FIM 53.60 (10.2.1994). Money exchange possible in all banks. 
NOTICE: Port Authority Notice to Masters. 

Instructions Concerning Waste Disposal: 

The Port Authority of Kotka informs you hereby that in the Port of 
Kotka the rules and regulations concerning the protection of the marine 
environment of the Baltic Sea Area as stated in the Helsinki Convention 
have to be followed by all ships. 

On the strength of this convention no waste shall be discharged into 
the water while the ship is in the port area. Breaking of these rules 
cannot be accepted. The Port Authority will check that the instructions 
are observed without exception. 

While your ship is in the port an amount of sacks for waste disposal 
will be delivered to the ship. The waste emanating from your ship shall 
be put into these sacks and before the departure of your ship the sacks 
shall be delivered by your crew to the waste container in the vicinity of 
the berth of your ship. 

In case you want to get rid of oily residues please inform the Harbour 
Master either through your Agent or directly. For the reception of these 
wastes the Port Authority does not charge you separately as the cost 
of this service is included in the general waste disposal fee. 

In case your ship is a tanker loading oil products and you wish to 
dispose of oily water such as tank washing water or ballast water it has 
to be agreed separately with the Port Authority. 

All questions in connection with the waste disposal service will be 
answered by the Harbour Master (Tel: 274286). 

Signed: Port Director. 

GENERAL: It is prohibited to let or throw any substance or refuse 

causing pollution or shoaling in the harbour area. 

AUTHORITY: Port Authority of Kotka, Laivurinkatu 7, FIN-48100 

Kotka 10, Finland. Te/: 358-52-274281. Telex: 53144 Portk Sf. FAX: 358- 

seid at Cables: Port Authority of Kotka. Contact: Ilmari Elo, Port 
irector. 


KOVERHAR: 59.52 N. 23.13 E. 


DOCUMENTS: 

Ship's Register. 

Crew List. 

Manifests. 

Bills of Lading. 

Provisions List. 

Health Certificate. 

PILOTAGE: Compulsory. There are 2 approaches: (1) Via Ajax, 
max. draft in fairway 33 ft. Pilot arrives from pilot station at Hanko. 
Distance to port 11 miles. 

(2) Via Hanko, max. draft in fairway is 28 ft. Pilot arrives from pilot 
station at Hanko, Tulludden (Tel. Hanko 82246, radio-telephone, VHF). 
Station has radar. Distance to port 23 miles. 

MAX, SIZE: Max. draft alongside quay 30 ft. Max. LOA 200m. 
Max. breadth 30 m. No tide. 

RADIO: Cable Agents giving ETA via Hanko and Helsinki Radio. 
TUGS: Available, 1,800 h.p. — 3,000 h.p. 

BERTHING: Length 250 m., depth 30 ft. Quay 6 ft. above sea level. 

New berth, length 120 m., depth 30 ft. Quay 6 ft. above sea level. 
CRANES: Two of 13 tons and one of 12.5 tons capacity. 
STEVEDORES: Ordered by Agent. 

FRESH WATER: Available rate 20 cu.m./hr. 

REPAIRS: Small repairs sible. 

OPENING/CLOSING HATCHES: By crew. 

CUSTOMS ALLOWANCES: 200 cigarettes and 1 bottle of spirits per 
man. 

TIME: GMT plus 2 hours. GMT plus 3 hours in Summer. 
POLICE/AMBULANCE/FIRE: Police 002; Ambulance 000; Fire 000. 
IDENTIFICATION CARDS: Not required. 
AUTHORITY: Dalsbruk AB., Koverhar, SF-10820 Lappvik. 
Tel: 911-43100. Telex: 13152 Kovsh Sf. Cables: Koverhar Ekenas. 
FAX: 911-43121. Contact: Rainer Sandberg, Harbour Master. 


KRISTINESTAD: 62.16 N. 21.23 E. 


DOCUMENTS: 

Ship's Measurement Certificate. 

2 Crew Lists. 

Cargo Manifest. 

Copy Bill of Lading. 

2 Provision Lists and Tobacco Lists for Customs. 

Ice Certificate. 
PILOTAGE: Pilot boards at Hojerstein Light Buoy. At least 2 hours ETA 
required. Pilot boat has red painted hull, white marking “L” on bow, and 
deck house yellow. Pilot station situated South of Kasko (see Kasko 
Pilot), International pilot call signals to be used, also radio telephone 
2182 and VHF Channel 16. 
ANCHORAGES: Good safe holding ground off Adgrund. Depth 10 m. 
MAX. SIZE: For general cargo and timber, 20 ft. draft in old port. For 
tankers, 33 ft. in the oil port. Depth at new coal harbour 40 ft. (12.0 m.). 

See also “Tankers”. 
RADIO: Messages through coastal stations. Also Kristinestad VHF 
Channel 24. Also see “Pilotage”. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engl 


TUGS: 1 tug available 240 h.p. Additional powerful tugs available with 
sufficient notice. 
BERTHING: No special requirements. Pilot gives orders for berthing. 

Inner Wooden Quay. Length 75 m., depth alongside 15 ft. 

Outer Stone Quay. Length 250 m., depth alongside 20 ft. 

There are 3 mobile cranes of 10 tons capacity. 

SPECIALISED CARGO HANDLING FACILITIES: Bulk cargoes can be 
discharged at quay, 4 portable cranes available. There is 1 ramp for 
Ro/Ro ships in oil harbour at Bjorno. 

New coal harbour at Bjorno Power Station, depth alongside 12 m. 
Berth is ve with 1 conveyor for handling self-discharging vessels. 
STEVEDORES: Advise ETA and gangs required as stipulated in charter- 
party. Also when laytime will commence to count. Only timber cargoes 
loaded. 

Normal working hours 0700 — 1600 hrs. all weekdays. 

DENSITY: 1004. 

MEDICAL: Hospital facilities available. 

TANKERS: Oil harbour at Pohjolan Voima Oy, power station at Bjorno. 
Depth 33 ft. (10 m.) alongside the oil pier. One berth for tankers. 
Discharge capacity with 2x10in. pipelines 2,500 t.p.h. Fresh water 
supply to tankers available from shore installation rate 30 t.p.h. 
FRESH WATER: Fresh water supply by shore installation. Any amount 
available. 

FUEL: Fuel available by tank cars of about 20 tons capacity at short 


notice. 

CONSULS: Danish, Tel: 962-12350. 

REPAIRS: No shipyards, but welding pipeline electric repairs possible. 

SURVEYORS: Surveyors and Cargo Inspectors available. 

GANGWAY/DECK WATCHMEN: Not compulsory at Timber Pier. 

Compulsory in oil harbour, according to rules of Board of Navigation. 

OPENING/CLOSING HATCHES: Normally carried out by crew, but on 

request may be handled by stevedores. 

CUSTOMS ALLOWANCES: 200 cigarettes per 6 days, per man. 

Wine/Spirit allowance: 1 bottle per man. 

CARGO GEAR: BOT Certificates. No additional requirements. 

AIRPORT: Nearest airports in Vaasa and Pori within 100 km., several 

flights per day. 

TIME: Local time GMT plus 2 hours. GMT plus 3 hours in Summer. 

HOLIDAYS: See “Oulu”. 

POLICE/AMBULANCE/FIRE: Police Station of Kristinestad 12055 or 

002; Ambulance 11626; Fire Brigade 005. 

EMERGENCY CO-ORDINATION CENTRE: Kummaigrund Coast 

Guard Station: Tel: 962-29142 (Kristinestad) or VHF Channel 16. 

TELEPHONE: Public telephones on the pier. 

STORING: Vessels may be stored by truck which may proceed 

alongside. No special Customs regulations in force. Riggers and fork lift 

trucks available. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not required. 

GARBAGE DISPOSAL: Containers provided on quay. Contact agent 

for information. 

WASTE OIL DISPOSAL: Ekokem Oy. Tel: 914-7151. Telex: 15305. 

Fax: 914-715300. 

SEAMAN’S CLUBS: Available. Facilities: Shop, international telephone 

service, church services, football matches and postal facilities. 

CURRENCY: Finnish Mark (FIM). U.S.$1.00 = FIM 5.60 (10.2.94). 

GENERAL: Timber pier in Port of Kristinestad closed from the end of 

December to the middle of April owing to ice. Oil port will be kept open 

according to the general ice situation of Gulf of Bothnia. 

AUTHORITY: Kristinestad Harbour Office, 64100 Kristinestad, Finland. 

= 962-2216291. FAX: 962-2212275. Contact: Sakari Laipio, Harbour 
aster. 


LOVISA (Valkom): 60.25 N. 26.16 E. (See Plan) 


APPROACHES: Depth in fairway (Orrengrund — Valko) — 8.5 m. 

PILOTAGE: Pilot arrives from pilot station at Orrengrund (Tel. 358-15- 

bent 7, radio telephone). Station equipped with radar. Distance to port 

12 miles. 

TUGS: 1 tug available, 1,250 h.p., between December and April. 

BERTHING: Coa/ Quay: Length 141 m., depth 8.5 m. 

Middle Quay: Length 280 m., depth 7.30 m. 

Connection Quay: Length 115 m., depth 7.30 m. 

Roll-on/Roll-off Berth: Length 20 m., depth 7.30 m. 

South Pier (East Side): Length 130 m., depth 8.50 m. 

Inner Harbour: Length 80 m., depth 4.20 m. 

CRANES: 6 mobile cranes, lifting capacity 6 — 36 tons. 2 shore cranes, 

lifting capacity 6 tons. 1 shore crane lifting capacity 6 — 28.5 tons. 

DENSITY: 1003. 

GARBAGE DISPOSAL: Garbage may be left any time in skips provided 

alongside. Charges: 0.16 FMK/NRT. Minimum charge 150 FMK/vessel, 

maximum charge 340 FMK/vessel. 

WASTE OIL DISPOSAL: Collection service available. Contact: Ekokem 
AB. Tel: 914-7151. Telex: 15305 SUOJE SF. Fax: 358-14-715300. 

SEAMAN’S CLUBS: None. 

CURRENCY: Finnish Mark. 

AUTHORITY: Lovisa Port, 07910 Valkom, Finland. Te/: 358-15-515163. 

FAX: 358-15-515055. Contact: Bengt Sandvik, Harbour Master. 

Tel: 358-15-515163. 
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MARIEHAMN: 60.06 N. 19.56 E. (See pi, 


PORT LIMITS: The Southern boundary of the port is on a line detiy 
Lat. 60°03.5'N., Long. 19°56.1'E. and Lat. 60°042, 
Long. 19° 55’ E. 
UMENTS: 

1 Crew List. 

1 Passenger List. 

3 Provision Lists. 

2 Special Lists (in possession each crew member — cigars 

tobacco, spirit, radios, etc.). 

2 Bills of Lading. 

erie Tonnage Certificate. 
PILOTAGE: Pilot arrives from station at Hamngatan 4, in Wester 
harbour, and meets entering vessels about 2 nautical miles $y 
Marhallan lighthouse. 3 hours’ notice of ETA is required. Pilot 
and cutter are fitted with VHF radio and keep watch on Channel; 
24 hours a day. Working Channel is 13. Pilot can also be ordereg, 
cable via Mariehamn Radio. : 
ANCHORAGES: Good anchorages North of Grano Island in 10m, 
20 m. water. 
MAX. SIZE: Ships of 220 m. length and 7.3 m. draft can enter the py 
but require twin screw and bow thruster for safe manoeuvring. 
RADIO: Mariehamn Radio, call sign OHM on telegraphy and OFH; 
telephony. Connected to the public telegraph and telephone servic: 
VHF: Following stations keep watch on VHF Channel 16: Marieha 
Radio, Mariehamns Pilot, Mariehamns Hamn (Harbour Offg 
Siobevakningen Mariehamn. (The Coast Guard at Mariehamn.) 
TUGS: 1 tug of 320 h.p. available. The m/s Gustaf Erikson belongs, 
the Alands Lifeboat Society. Usually ships’ lines are used. 
BERTHING: Quays for Passenger Vessels: 


Berth No. Length (m.) Depth (m.) Remarks 
1 100 Lins) 

2 150 ti 

3 190 7.5 Ro/Ro 
4 120 7.0 Ro/Ro 
5 140 To Ro/Ro 


Power Station Pier: Depth 5.0 m. 

CRANES: 7 mobile cranes can be rented. Maximum lift, 2 cranes; 
25 tons and 5 of 16 tons on the shortest radius. 

SPECIALISED CARGO-HANDLING FACILITIES: 3 berths for Rolw 
Roll-off traffic, used by car ferries. 

STEVEDORES: Ordered by Agents. ETA in good time to obtain gay 
DENSITY: 1005. 

TANKERS: Max. LOA 100 m. Depth alongside 5.5 m. 

MEDICAL: All services available. 

FRESH WATER: Most berths supplied by shore installations aby 
15 t.p.h., otherwise by truck. 

FUEL: Only diesel oil, no heavy products. 

CONSULS: Denmark 11 454, Netherlands 12 070, Iceland 21 & 
Norway 12 050, Sweden 11 624, Russia 11 524, Germany 162) 
France 13 931 

REPAIRS: Most repairs possible. 

DRY DOCKS: Slipway for small vessels, max. about 300 d.w.t.-400 dw! 
SURVEYORS: No permanent surveyors at Mariehamn. 
GANGWAY/DECK WATCHMEN: Available but not necessary. 
OPENING/CLOSING HATCHES: Normally done by crew. 
CERTIFICATES: International Tonnage Certificate or National Tonna 
Certificate. 

CUSTOMS ALLOWANCES: 200 cigarettes and limited amount spr 
for each crew member. 

REPATRIATION: Mariehamn is a good place for repatriation, with me 
connections to Sweden and to the Finnish mainland every day, witha 
ferries and aeroplanes. About 1 million tourists visit Aland Island every ye 
AIRPORT: About 5 km. from town, daily traffic to Stockholm # 
Abo/Turku. 

TIME: GMT plus 2 hours. Summertime GMT plus 3 hours. 
HOLIDAYS: See “Oulu”. 

POLICE/AMBULANCE/FIRE: Police 112 or 15 444; Ambulance # 
Fire 112. 

TELEPHONES: Available at berths for passenger ships. 
IDENTIFICATION CARDS: Not needed for Scandinavian citize 
Passports for all others. , 
AUTHORITY: Port of Mariehamn, Harbour Office, Box 5, SF-22!: 
Mariehamn,. Finland. Tel: (9) 28-531470. FAX: (9) 28-5347 
Contact: Jan Sundstrom, Port Director (After hours Tel: (9) 28-1362 


NAANTALI: 60.28 N. 22.01 E. 


DOCUMENTS: 

Health Certificate. 

Crew List. 

Passenger List. 

Dangerous Cargo List. 

Ship's Register. 
PILOTAGE: Pilot compulsory at Uto Pilot Station. When approac™ 
Uto communicate via VHF Channel 16 — ETA, name of 
destination, draft. Harbour Pilots available at the port. Distance 
Lohm — Naantali, 53 miles, depth 10.0 m. Uto-Houtskar-Naa® 
62 miles, depth 13.0 m. 


(See Pie’ 


ANCHORAGES: Good safe anchorage in harbour area. Max. draft for 
sseis 10 m. Anchorage for vessels with draft 13.0 m. at Airisto. 
HEALTH: International Quarantine flag required in case of suspected 
gsease OF fever including preliminary report by VHF, otherwise ask 
+ Helsinki Radio. 
- Communication on Channel 16, own working Channel 11. 
Radio Stations: Turku — Channel 2; Mariehamn — Channels 23 and 
26; Uto - Channel 24 and Hanko — Channels 3, 25 and 26. 
RADAR: When Radar Service needed, contact Agent. 
TuGS: Harbour icebreaker tug available. Use ship's lines. Additional 
on application from Turku. 
BERTHING: No special requirements. Harbour/Drafts: No tide. Main 
370 m., draft 13 m. Timber quay, length 110 m., draft 8.0 m. 
d car-terry piers, length 85 m./172 m., drafts 8.4 m./6.9 m. Lubricating 
/Car Ferry pier, length 90 m., draft 6.0 m. Sugar quay, length 
92 m., draft 4.5 m. ’ 
CRANES: 2 cranes owned by electric powerplant of 6 tons each. 
BULK CARGO FACILITIES: Grain handied by two pneumatic elevators 
and belt conveyor, Loading/Discharging 500 t.p.h., maximum reach for 
outiet/iniet 15 m. and 18.7 m., maximum height above quay level 9.0 m. 
and 16.0 m. when loading, dischargi limits are 11.6 m. and 18.6 m., 
200 m. of main quay intended to be for handling of grain, 170 m. for 
coal, which is handled by 2 cranes of 6 tons each and belt conveyor, 
discharging rate about 2,000 t.p.h. 
SPECIALISED CARGO-HANDLING FACILITIES: Ro/Ro traffic 
ibility. 
STEVEDORES: Available, ordered by Agent. 
MEDICAL: Advise by radio prior arrival if medical attendance required 


aboard. 
TANKERS: Oil Harbour, Neste Oy. Discharge lines ashore 10 in., 12 in., 
18 in., Diameter of cargo hoses and respective depth of tanker berths: 
Berth No. 1, 6 in., 5.7 m. 
Berth No. 2, 10 in., 10.0 m. 
Berth No. 3, 8 in., 10 in., 12 in., 13.0 m. 
DENSITY: 1007. 
FRESH WATER: Supplied by shore installations at most berths. 
FUEL: All grades available. 
FIRE PRECAUTIONS: Usual precautions. 
CONSULS: In Turku 17 km. away. 


Austria Tel: 603111 Iceland Tel: 3433370 
Belgium Tel: 393666 Italy Tel: 2515000 
France Tel: 860400 Netherlands Tel: 2512200 
Germany Tel: 642215 Russia Tel: 2336441 
Greece Tel: 394940 Sweden Tel: 2331310 
Honduras Tel: 2337181 U.K. Tel: 2501440 


REPAIRS: Small repairs can be carried out, ask Agent. 
ORY DOCKS: None, see Turku. Naantali shipyard owned by Turun 
Korjaustelakka Oy, Tel: (21) 638711, main dimension of dry dock 220 m. 
* 70 m., outfitting dock 180 m. x 125 m., sill depth 8.2 m. 
SURVEYORS: Contact Agent. 
GANGWAY/DECK WATCHMEN: Available. Tankers compulsory. 
OPENING/CLOSING HATCHES: Normally carried out by crew. 
CUSTOMS ALLOWANCES: 200 cigarettes/200 gm. tobacco and 
| bottle spirits/wine. 
REPATRIATION: Good connections. 
AIRPORT: 20 km. distant. Regular service. 
TIME: GMT plus 2 hours. GMT plus 3 hours in Summer. 
HOLIDAYS: New Year's Day, Epiphany, Good Friday, Easter Monday, 
Labour Day, Whit Monday, Midsummer, All Saints’ Day, Independence 
Day, (6th December), Christmas. 
POLICE/AMBULANCE/FIRE: Police 751 133; Ambulance 751 123, Fire 
Brigade 000. 
TELEPHONES: A telephone connection available at Main Quay and 
Quay No. 22. 
SHORE LEAVE: No restrictions for crew members. 
IDENTIFICATION CARDS: Not required. 
GARBAGE DISPOSAL/WASTE OIL DISPOSAL: Regulations 
concerning Wastes from Vessels in the Port of Naantali: The handling 
of vessel's waste is subject to such regulations as those embodied in 
the Convention on the Protection of the Marine Environment of the Baltic 
Sea Area 12/1980: 
Regulations applying to the Treatment of Special Wastes: 
Special wastes are raw mammal and bird, poultry, meat, raw offal, 
meat packaging materials and wrappings, and bones, brought by 
vessels arriving from a foreign port. Frozen raw meat is also included 
in this category. 
In the case of an epidemic, a kind of waste not specifically mentioned 
above may be included under this heading. 
Upon arrival at the port, vessels will be supplied with numbered 
Special waste sacks (yellow), intended for the reception of all the 
Special wastes carried by each vessel. 
vever, care must be taken to ensure that normal dry waste is not 
Put into special waste sacks. 
A vessel Shall take the filled, sealed only to one of the special waste 
anh bins (yellow), bearing the same text as that appearing on 
S 


infringement of Regulations: 

ld a vessel violate these regulations by, for example, leaving 
Special wastes in storage bins intended fro dry wastes, the entire 
contents of the affected bin are required to be taken to the waste 
shanmration plant for treatment, in which case the vessel/shippers 

all bear the cost of the municipal health authority's order and the 
A enses entailed by this. 
1991 rates, the incineration of one ton of waste cost FIM 6,000. 
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Regulations applying to Dry Wastes/Refuse: 

Dry waste/refuse is taken to mean domestic type kitchen waste, 

excluding bottles, rubbish from packaging, cargo waste, etc. 
Instruction for Treatment of Wastes: 

Refuse sacks must not be jettisoned into the sea, but when full, 

should be taken to one of the special bins provided for the purpose 

on the quayside. 

Additional refuse sacks may be obtained during normal office hours 

from the Port Traffic Department, Tel: 751662. 

Refuse, which cannot be transferred to sacks, should be disposed 

of in one of the bins provided for the reception of refuse sacks. 
Regulations applying to Oil-Containing Mixtures: 

An oil-containing mixture is, for instance, oily bilge waters and waste 

oil. 

The emptying of oil-containing mixtures from vessels can be handled 

by a company which has a transport agreement with the Port 

Authority. 

The Master or Agent of a vessel shall contact the Port Traffic 

Department, or the company having a transportation agreement with 

the Port Authority, at the latest 24 hours before such a facility is 

required. 

Emptying is carried out during normal working hours. 

The vessel/shipping company is responsible for the costs of receiving 
oil-containing mixtures. 
Regulations applying to Sewage: 

The Master or Agent of a vessel requiring a sewage removal service 

shall arrange for this service either through the Port Authority or by 

contacting the company carrying out such work. 

Emptying will be carried out during normal working hours. 

Wastes which are not handled by the Port of Naantali Wastes Facility: 

Chemical wastes. 

Tanker ballast waters and tank cleaning waters. 

Wastes having IMO classification. 

General Regulations: 

A wastes handling fee will be levied in accordance with the current 

rates of all vessels making use of the Port Authority's wastes facility. 

Those vessels which have made an agreement with the Port 

Authority respecting the waiving of the wastes facility fee are 

responsible for handling all their wastes themselves. This type of 

rent may not forward or deliver any kind of waste to the port wastes 
facility. 

Vessel wastes must be left in the bins provided for the purpose and 

nowhere else in the port. Bins intended for the reception of vessel 

wastes are indicated by a special sign. 

The port wastes facility does not apply to vessels lying in the roads. 
Further informations can be obtained from the Port Traffic Department, 
Tel: 751662. 

SEAMAN‘S CLUBS: None. 
CURRENCY: Finnish Mark (FMK.). U.S.$1.00 = 

(11.4.94). 

REGULATIONS: Oil pollution strictly prohibited. Dumping of waste, 
refuse, etc., also prohibited. 

DELAYS: Usually no delays. 

AUTHORITY: Naantalin Satamalaitos, Satamatie 13, 21100 Naantali, 
Finland. Tel: (21) 755111. FAX: (21) 751727. Contact: Harbour Manager 
or Olli Leino, Port Captain. 
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OULU: 65.00 N. 25.25 E. (See Plan) 


PORT LIMITS: The seaward boundary of the port is drawn West of Oulu 
Roads. The arriving vessel passing the line Hermanni Island — Kyrokari 
Ice Buoy is inside the boundaries and if necessary to anchor on the 
roads, is considered to be an “arrived vessel’. 

Port consists of four separate parts: Toppila, Nuottasaari, Oritkari and 
Vihreasaari harbours. 
DOCUMENTS: 

2 Crew Lists. 

2 Passenger Lists. 

Customs Documents. 

2 Crew Bond Declarations. 

2 Ship's Bond-store Lists. 

Derat Certificate. 

4 Manifests. 

2 Bills of Lading. 

Ship's Register, Certificate of tonnage. 
PILOTAGE: Vessel requiring Pilot applies from Marjaniemi. Pilot station, 
Lat. 65° 02’ 4” N., Long. 24° 34’ E., near West point of Hailuoto Island. 
Pilots require 12 hours’ notice of ETA to Peltinmatala lightbuoy (Pilots) 
or to alternative position 3 miles North of Kelmi lightbuoy. Pilot boat red 
coloured displaying usual international pilot signs. Pilot station equipped 
with MF (2182) and VHF, listening on Channels 16 and 13, radar and 
RC. Morse signalling by light. No specific requirements on part of Pilots 
boarding, only safe pilot ladder according to rules. Anchorage near 
lightbuoy Peltinmatala, when awaiting for Pilot in fine weather; in bad 
weather advisable to ride against weather and wind. Pilot for Oulu can 
also be obtained near the “Kemi 1” light-tower. Vessels with a draft 
more than 8.0 m. can use both fairways, depth 10.0 m. Pilot either from 
Marjaniemi or “Kemi 1” pilot station, VHF Channels 16 and 13. 
ANCHORAGES: Safe anchorage on Oulu roads. There are no safe 
anchorages West of Hailuoto Island. 
RESTRICTIONS: Day and night service, no tides. Winter season, 
contact ice-breaker 24 hours in advance on MF (2182), or VHF 
Channels 16 and 6. 
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MAX. SIZE: Marjaniemi Fairway: 10.0 m. 

Kemi Fairway: 10.0 m. 
Toppila Harbour: Toppila Quay depth 6.1 m., Hietasaari Quay, depth 
6.1 m. 
Oritkari Harbour: Main Quay, depth 9.0 m. Stern Door Quay, depth 
7.0 m. North Quay, depth 10.0 m. 
Nuottasaari Harbour: Main Quay, depth 6.40 m. Chemical Quay, depth 
7.50 m. 
Vihreasaari Harbour: Oil Quay, length 72 m., depth 10.0 m. Bulk Quay, 
length 150 m., depth 10.0 m. 

Also see “Berthing”. 
HEALTH: No special rules existing in obtaining pratique. If disease or 
fever is suspected on board report to ship's Agent; will contact the Health 
Authority for necessary arrangements. 
RADIO: Helsinki Radio (North Quarken). Close to Hailuoto Island call 
“Helsinki Radio” VHF Channel 27 or Channel 24. 
RADAR/VHF: At Marjaniemi Pilot station, radar range 30 miles. Contact 
on VHF (Channel 16). All ice-breakers keep watch on frequency 2182 
and VHF (Channel 16). 
TUGS: Tug optional, but for vessels over 140 m. long use is advisable. 
Tug (“Tuura”, 3,600 h.p.) will meet on Oulu Roads yet to 
agreement; customary to use ship's lines in open water and lines from 
a during ice operations. 
BERTHING: Toppila Harbour: Depth 5.0 — 6.1 m. Toppila Quay length 
992 m. Hietasaari Quay length 600 m. 
Nuottasaari Harbour: Main Quay, length 320 m. Chemical Quay, length 
125 m. 
Oritkari Harbour: Main Quay, length 270 m. Stern Door Quay, length 
85 m. North Quay, rl 170 m. Facility for Ro/Ro service. 
Vihreasaari Harbour: Oil Quay, length 72 m. Bulk Quay, length 150 m. 


CRANES: 
Reach of 
No. Capacity arm Type 
(tons) (m.) 
Nuottasaari Harbour 2 5 and 8 12 Movable 
Toppila 2 3 and 5 12 Ye 
Vihreasaari 1 6 22 vg 


CARGO HANDLING FACILITIES: Toppila Harbour is equipped with 
2 cranes, Vihreasaari Harbour with 2 cranes and Nuottasaari Harbour 
with 1 crane to load and discharge bulk cargoes and general cargoes 
with hook. 10 mobile cranes available from stevedores in all ports. 

Ro/Ro berth is adjacent to the Oritkari Harbour. 

Oritkari Harbour is built to mechanically handle paper cargoes. 

Free zone warehouse in Toppila (2,100 sq.m.) and free zone area in 
Oritkari (18,000 sq.m.). Warehouses in Toppila and Oritkari of 
50,100 sq.m. There is a large amount of open storage in all harbours. 
BRIDGES: No bridges. 

STEVEDORES: 24 hours’ notice of ETA to be given to Agent who 
arranges necessary gangs. 

MEDICAL: Medical attention arranged through Agent, 2 — 4 hours’ notice 
required. Good hospital facilities available. 

TANKERS: One principal tanker berth in Vihreasaari Oil Harbour, depth 
10.0 m. Discharge lines of 12, 14 and 18 in. Pressure 10 kg./sq.cm. 
DENSITY: Fresh water. 

FRESH WATER: Available at main berths and Oil Harbour from pipeline, 
cost about 15.00 Fmk/ton. Elsewhere water is delivered by boat, cost 
about 15.00 Fmk/ton plus standard charge. 

FUEL: Small quantities of all grades available, delivered by lorries. 
CONSULS: Sweden, Norway, Denmark, Netherlands and United 


Bp apple 
REPAIRS: Minor deck and engine repairs carried out. Docking only for 
small tug boats. 
DRY DOCKS: One small slipway. Max. vessels of 25 m. length and 8 ft. 
draft. 
GANGWAY/DECK WATCHMEN: Watchmen recommended. 
OPENING/CLOSING HATCHES: Normally carried out by crew. 
Stevedores will do it by order of Master and will charge as shipwork. 
CERTIFICATES: 

Nationality Certificate. 

Measuring Certificate. 

Load-line Certificate. 

Classification Certificate. 

Safety Equipment Certificate. 

Radio Safety Certificate. 

Derat Certificate. 
CUSTOMS ALLOWANCES: Tobacco: 200 cigarettes or 200 gm. pipe 


tobacco or equal amount of cigars allowed to each member of crew. 
Wine and/or Spirit: One bottle wine or spirit allowed for each member 
of the crew. 


CARGO GEAR: Tested cargo gear to international safety regulations. 
Test certificates to be on board vessel. 

REPATRIATION: Good facilities for effecting crew changes and to 
arrange necessary repatriation. 

AIRPORT: Oulu Airport 15 km. from harbour served by regular airlines. 
10 daily flights to Helsinki (worldwide connections) and 10 flights from 
Helsinki to Oulu with continuous connection to Kemi and Rovaniemi. 
TIME: Local time GMT plus 2 hours. GMT plus 3 hours in Summer. 
HOLIDAYS: General holidays in Finland: New Year's Day (January 1st); 
Good Friday; Easter Monday; Labour Day (May 1st); Independence Day 
(December 6th); Christmas Day (December 25th); Boxing Day 
(December 26th). 

POLICE/AMBULANCE/FIRE: Fire 005, Reserve 006; Ambulance 006, 
Reserve 005; Police 002, Reserve 003. 

TELEPHONES: A telephone connection available in all harbours. 
SHIP SUPPLY SERVICE: English speaking Pilots keep watch round 
the clock at Oulu pilot station on VHF Channels 13 and 16. The have 
pilot boats for ship-to-shore transport in emergency cases. In other cases 
Oulu Harbour Radio keeps English speaking watch in office hours VHF 
Channels 13 and 16. At other times the Pilots help to translate messages 
to tugowners. Oulu Harbour and a few private Owners have tugboats 
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for service around the clock. Helsinki Coastal Radio has watch aon, 
the clock on Channels 16 and 27. They can arrange a helicopte, 
enemies cases for service in whole Bay of Bothnia area. ; 
SERVICES: Compass adjusters and ship's cleaning. 
IDENTIFICATION CARDS: Not needed. 
GARBAGE DISPOSAL: The garbage containers are placed on the au 
at 200 m. intervals. The local agent makes contact with the Collect 
when required. The charge for every ship is 0.14 FMK/N.RT. - 
minimum is FMK 140.00 and the maximum is FMK 360.00. ' 
WASTE OIL DISPOSAL: The capacity for waste oil is 250 tons. 
are many collecting companies. All collecting is by tanker trucks. 
agent orders the tanker truck when needed. The charge for tru, 
270 FMK/hour and handling about 300 FMK/ton. 
SEAMAN’S CLUBS: The Finnish Seamen's Mission operates in », 
Oritkari Harbour. They have telephone for visitors for calling hon 
postage facilities. The address of the Seamen's Mission , 
Merimiesiahetys Jaasalontie, SF-90400 Oulu. The Harbour Office » 
help with arranging football matches between ships or clubs on shy» 
Harbour Office Tel: 358-81-344266. 
CURRENCY: Finnish Mark (FMK). 

U.S.$1.00 = FMK 5.60. 

U.K.£1.00 = FMK 8.20. 

French Franc 1.00 = FMK 0.90. 

German Mark 1.00 = FMK 3.10. 

(15.2.94). 
peg 1-7 gllaegieh An additional stern ramp is planned for Oritkari Qe 

y 1994. 

AUTHORITY: Port of Oulu Authority, Harbour Office of Oulu, Po 
Box 48, FIN-90501 Oulu, Finland. Te/: 358-81-344266. Cables: Satan 


FAX: 358-81-344580. Contact: Veikko Lauriala, Harbour Masy 
Tel: 358-81-344266. 
PARGAS: 60.18 N. 22.18 E. (See Plan) 
DOCUMENTS: 

3 Crew Lists. 


2 Customs Provisions Lists. 

2 Customs Special Lists. 

2 Passenger Lists. 

2 Copies each Bill of Lading. 

Tonnage Certificate and in special instances other regular documens 
PILOTAGE: On arrival at Pargas, from Gulf of Finland, from Baltic ve 
Uto, from Gulf of Bothnia via Enskar, information of ETA to be givenr 
pe time to respective pilot stations. VHF Channel 16 for calling, 13 
urther communication. Charge for pilotage in accordance with office 
Finnish tariff. Harbour Pilot available, but not compulsory, and can 
ordered through Sea Pilot. 

ANCHORAGES: Well sheltered and safe anchorage, immediale) 
outside harbour area. 

MAX. SIZE: Maximum depth both in channel and along quay 6.70° 
As regards length of quay and possibilities for a quick dispatch, ts 
desirable (though not an absolute stipulation) that discharging vess 
be a bulk carrier with the engines aft. 

HEALTH: Free Pratique automatic for all vessels, but te’ 
exceptions in and according to regulations issued by WHO 2 
Authorities may occur. 

RADIO: Radio-telephone contact with Agent and consignee/shippe' § 
obtained via Mariehamn, radio-call 2196 kHz, reply 1852 OHF; oF vt 
Hango, radio-call 1967 kHz, reply 2649 OFO. Contact with VHF is met 
via Abo, Channel 26. 

TUGS: A small motor tug of 200 h.p. available. 

BERTHING: Directions to berth via nearest pilot station. Quay le 
above water 1 — 2 m., dependent on berth. 

Length of quays, 800 m. 2 electric coal-discharging bucket cranes &* 
one electric conveyor belt. 

STEVEDORES: Arrangements will be made by Agent, who must 
advised of ETA previous day to enable arrange men, trucks, etc. 
MEDICAL: Medical Officer available locally. Necessary examinationa* 
taking of tests usually done in Abo. Regular appointment with 
physician can be arranged by telephone with Agent or doctor. 
DENSITY: Brackish water 1002. 

FRESH WATER: Delivery from installation on quay. 

FUEL: No local supply. In case of need delivery by truck from Abo 
CONSULS: See “Turku”. 

REPAIRS: Facilities for arranging small repairs on deck and engir®’ 
Pargas, but usually carried out by reliable companies in Abo. 

DRY DOCKS: No local docking facilities. See “Turku”. 
GANGWAY/DECK WATCHMEN: Available but not necessary. 
OPENING/CLOSING HATCHES: Must always be performed by “* 
CERTIFICATES: Normally Tonnage Certificate only but in 
instances other regular ship's documents may also be needed. . 
CUSTOMS ALLOWANCES: Tobacco, Wine and/or Spirits 
accordance with the decision of Customs Authorities. 

AIRPORT: Nearest airport in Abo. Distance about 25 km. i 
HOLIDAYS: Whit Monday, Midsummer (2 days), All Saints Oa 
Independence Day (6th December), Christmas (25th December) 

in harbour carried out during these days only under very 
circumstances. fe 
POLICE/AMBULANCE/FIRE: Police 744048; Ambulance 744064 
005; Life-saving Corps 356595. 

TELEPHONE: No facilities for placing telephone on board. Telep" 
available on quayside. 

SHORE LEAVE: No restrictions for crew members. 
IDENTIFICATION CARDS: Not required. 


ganBAGE DISPOSAL: Garbage facilities on the quay alongside ship. 
separate drums available for oil waste. For service Tel: 358-21-742216. 
ages 0.13 FIM/N.R.T. (Minimum charge 130 FIM, maximum charge 
a0 FIM). 


SISTE OIL DISPOSAL: Waste oil collection capacity is 20 cu.m. This 
inci in the normal harbour charges. Charges as above. For 
sce Tel: 358-21-742216. 

IAN'S CLUBS: None available. 

YS: Vessels dispatched in order of arrival. Usually no delays occur 
ys work has generally been carried out within the time limit stipulated 
- CP. Port activity aimed at good dispatch of vessels, and consequently 
york in 2 shifts has been arranged. f 
AUTHORITY: Partek Cement Ab., SF-21600 Pargas, Finland. Tel: 358- 
4.742277. Telex: 62220. Cables: Partek. FAX: 358-21-742148. 
sontact: Karl-Erik Lindholm, Port Director/General Manager. 


pATENIEMI: 65.06 N. 25.23 E. 
Port Closed. 


PORI, (including Mantyluoto, Reposaari and Tahkoluoto): 
61.36 N. 21.29 E. (See Plan) 


PORT LIMITS: The line between the lighthouses on Mantyluoto and 
Reposaari. 
DOCUMENTS: 

Ship's Register. 

Crew List. 

Passenger List. 

Customs Documents. 

Manifests. 

Bills of Lading. 
"LOTAGE: Pilot compulsory. Cable address: Luotsiasema, Mantyluoto 
plot station Mantyluoto), VHF Channel 16 or frequency 2182. 24 hour 
service by pilot boats from Mantyluoto pilot station, boats red-painted, 
nlemational light or sound signals. Pilot to be taken 4 miles off 
Mantyluoto. In heavy fog, if required, pilot station able to navigate vessels 
nto harbour by radar, provided vessel has corresponding equipment. 
ANCHORAGES: Reposaari Roads and outside the breakwater. 
RESTRICTIONS: Depth in the channel 8.6 m. 
MAX. SIZE: Tahkoluoto Oil Harbour: Max. draft: 10.0 m. 
Tahkoluoto Bulk Harbour: Max. draft: 10.0 m. Length of the quay 145 m. 
Deep Water Harbour: (Berth Nos. 23-24). Length of quay 450 m., 
max, draft 15.3 m. 
Wantyluoto: Max. draft 10.0 m. Length of quay 2,418 m. 
Reposaari: Max. draft 3.9 m. 
RADIO: Inform Agents giving ETA via Helsinki Radio, Hanko Radio, or 
Variehamn Radio, or VHF Channel 26, Pori. 
TUGS: 5 tugs available from 200 h.p. up to 3,520 h.p. Tugs normally 
pn the vessel near the quays. Tugs use ship’s lines. 


BSERTHING: 
Quay Depth of water 
Quay Section (at normal water) 
m. 
Avilaituri 1 mt “es 
2 4.5-5.5 
Setonilaiturin lansipaa 3,4,5 7.0 
Setonilaiturin itapaa 6, 7,8 6.5 
9 3.9 
fasikkaniemen etelalaituri 10 3.9 
11, 12 6.5 
/asikkaniemen paalaituri 13 7.0 
Yasikkaniemen pohjoislaituri 14-18 8.1 
firisannan laituri 19 8.3 
fallonlahti 20, 21, 22 11.2 
‘eposaaren laituri 27 4.5 
Tahkoluodon laituri 25, 26 118 
deep water harbour 23, 24 17.5 
CRANES: 
2 Quay Cranes 
“vay Section Number Capacity 
Setonilaiturin lansipaa 3, 4,5 { 2 ae oe 
‘asikkaniemen etelalaituri 10 { 1 6 tons 
a « 11,12 2 5 tons 
‘asikkaniemen paalaituri 13 1 25 tons 
, i 3 6 tons 
'’ikkaniemen pohjoislaituri 14-18 | 1 15/30 tons 
ee 2. 1 16/40 tons 
‘llonlahti 20, 21, 22 2 20/40 tons 
3 2 
“misannan laituri 19 1 200 tons 
water harbour 23, 24 1 1,500 t.p.h. 
(unloader) 
P 2 20/40 tons 
‘loniahti 20, 21, 3 2x6 tons 
22 40 tons 


Go HANDLING FACILITIES: Four Ro/Ro berths (Berths No. 2, 
bo ee 20)., 200 tons, 30 tons and 240 ton cranes able to handle 
~"ainers, 

ae Water Harbour: Unloading capacity at new Deep Water Harbour 
ag tp.h. — 1,400 t.p.h. by Siwertell travelling ship unloader and 
“ton cranes. 
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STEVEDORES: The vessels receive workers in the order in which they 
enter the harbour. ETA advices appreciated in order to facilitate 
arranging gangs. 

MEDICAL: No advance notice for medical attention required. Hospital 
facilities available. 

TANKERS: Berth No. 22. Depth 11.5 m. Max. draft 10.0 m. 
DENSITY: 1004.5. 

FRESH WATER: Supply by shore installation. 

FUEL: All grades available. 

CONSULS: Vice-Consuls: Britain, Tel: 939/823007; Denmark, Tel: 939/ 
342111; France, Tel: 939/6333500; Italy, Tel: 939/823222; Netherlands, 
Tel: 939/341000; Norway, Tel: 939/823000; Spain, Tel: 939/6326162; 
Sweden, Tel: 939/823000. 

REPAIRS: Most repairs possible. 

GANGWAY/DECK WATCHMEN: Available but not compulsory. 
OPENING/CLOSING HATCHES: This work normally carried out by 


crew. 
CERTIFICATES: Load Line Certificate; and during Winter season Ice 
Dues Certificate which issued by authorities for each season. 
AIRPORT: Distance from airport 22 km. Served regularly by Finnair. 
TIME: Local time 2 hours ahead of GMT. 3 hours ahead in Summer. 
(end March — end September.) 

GENERAL: Harbour icebreaker “Porin Karhu”, 3,500 h.p. available. 
AUTHORITY: Port of Pori Authority, 28880 Pori, Finland. Tel: (35839) 
343700. FAX: (35839) 343911. Contact: Simo Hermonen, Port Manager. 


PORKKALA (Kantvik): 60.05 N. 24.23 E. (See Plan) 


Documents and all general information, refer to “Helsinki”. 
APPROACHES: There are four official ship routes leading to the port 
of Porkkala (Kantvik) of Suomen Sokeri Osakeyhtio. The deepest one 
is 9.2 m. (30 ft.) and the shallowest one is 5.5 m. (18 ft.). The port does 
not have an ice-breaker of its own and the fairway is kept open by means 
of the State’s ice-breakers. 

PILOTAGE: A Pilot can be obtained from the Pilot Station of Porkkala, 
Tel. 90-2984 112 or VHF Channels 13 and 16. Distance to port about 
14 miles. Pilotage in the harbour area may be carried out only by State- 
appointed Pilots. Pilotage in the harbour is not obligatory. 

MAX. SIZE: Maximum draft 30 ft. 2 in. (9.2 m.). 

CLEARANCE: The Customs formalities of the port are attended to by 
the Custom House of Inkoo. 

TUGS: A tug is available. 

BERTHING: The Port of Porkkala (Kantvik) is owned by Stromsby Invest 
and it is located at Kantvik. Directly in the vicinity of the port there is the 
factory of Suomen Sokeri Osakeyhtio (sugar mill). The port basin has 
3 quays: 

The outer quay is 110 m. long, draft 9.2 m. (30 ft. 2 in.). 

The inner quay is 50 m. long, draft 5.3 m. (17 ft. 4 in.). 

The fairway of the port basin is 120 m. wide, narrowing up at its end 
to 76.5 m. South quay (at the South bank of Kantvik Bay) is 60 m. long, 
draft 8.5 m. (27 ft. 7 in.). 

DENSITY: 1004. 

CRANES: Two cranes, capacity 8 tons. One crane is on the outer quay 
and one on the South quay. 

FRESH WATER: Available at quays. 

CONSULS: Nearest in Helsinki. 

GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: Normally by the crew. 

AIRPORT: Nearest Helsinki, distance 45 km. 

TIME: Local time is GMT plus 2 hrs. GMT plus 3 hours in Summer. 
HOLIDAYS: On Saturdays, Sundays and General Holidays in Finland 
no cargo work is done. 

POLICE/AMBULANCE/FIRE: Contact the Gatehouse of Factory. 
TELEPHONES: Can be arranged on board. Telephone calls can be 
made from the Harbour Office during day-time. 

SHORE LEAVE: No restrictions. 

IDENTIFICATION CARDS: Not needed. 


SHIPMASTER’S REPORT: The sugar discharging berth for Porkkala is 
at Kantvik, situated in Lat. 60° 05’ N., Long. 24° 23.25’ E., about 21 miles 
West of Helsinki. 

The Pilot for the port is embarked at the position indicated on British 
Admiralty Chart No. 2331, 115°x3.5 miles from Porkkala Lighthouse. 
From there to the berth is 12 miles and the passage presents no 
difficulties. It is well lit, and there is ample water. The least depth 
recorded was 31 ft. and that was alongside the berth. There is a powerful 
tug for assisting in berthing and unberthing. 

The discharging berth, alongside which vessels lie port side to, is 
modern and well fendered. It is sheltered from most directions. 
Unfortunately, the berth is short for a 500 ft. vessel, and additional 
moorings have to be placed from amidships. 

There is only 1 crane on the berth and to work either of the end hatches 
a shift would be necessary. Work was continuous while the vessel 
discharged her part cargo at Kantvik, and an out-turn rate of 100 t.p.h. 
was achieved. 

Fresh water is readily available from the Jetty, and presumably, fuel 
could be obtained from Helsinki. Telephones in the dock offices are 
available for official use. 

There is a bus service to and from Helsinki, the journey taking about 
40 minutes. 


AUTHORITY: Finnsteve Oy AB, Sankonkuja 5, 00180 Helsinki, Finland. 
Tel: 0-2985166. FAX: 0-2985163. Contact: K. Alhojoki, Port Director. 
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PORVOO (Skoldvik): 60.18 N. 25.33 E. (See Plan) 


The harbour is a private oil harbour owned and managed by Neste Oy. 

The harbour is located at Skoldvik in the municipal area of Porvoo 
about 45 km. (28 miles) East of Helsinki, Lat. 60° 18’ N., Long. 25° 33’ E. 
The area is shown on Finnish Marine Chart Nos. 17 and 902. 

The distance from the Kallbadagrund Lighthouse to the harbour is 
20.5 nautical miles (38 km.). The minimum width of the harbour channel 
is 270 m. (885 ft.) and the approved depth is 15.3 m. (50 ft.). 

The water level varies between +1.5m. and —0.75 m. (+5 ft. and 
—2.5 ft.) depending on the wind. There are no tides in the area. 

The Winter period is from January to the end of April. During this time 
the channel from the open sea to the harbour is kept open by icebreakers 
owned by the State. The Finnish Board of Navigation determines the 
requirements for vessels allowed to enter various ports during this 
period. 

DOCUMENTS: The following documents shall be handed over after 
berthing: 

4 Crew Lists. 

2 Lists of Visitors. 
3 Passenger Lists. Certificate of Tonnage. 

1 Provision List. Cargo Documents. 

PILOTAGE: Pilotage is compulsory. The Pilots are Sea Pilots employed 
by the State. They also perform the pilotage inside the port area. 

The pilot station is at the outer end of Emsalo Island. Vessels entering 
from the sea are boarded by the Pilot at Kallbadagrund, Lat. 59° 59.1’ N., 
Long. 25° 36.1’ E. 

The Pilot shall be called by using the international code, VHF 
Channels are 13 and 16. 

The Sea Pilots serve as Docking Masters berthing the vessel with the 
help of 2 tugs when the vessel is over 15,000 tons. 

RESTRICTIONS: Vessels can enter and leave the harbour 24 hours a 
day. However, vessels whose keel clearance is minimal are not allowed 
to berth in darkness or under unfavourable wind conditions. 

In Winter, port kept open by ice-breakers. 

MAX. SIZE: Up to about 260,000 d.w.t. Max. draft 15.3 m. 


HEALTH: Bill of Health not required. in case suspected disease or fever 
on board, radio Agent full details before arrival to advise Port Health 
Officer in advance. 


RADIO: Notice of arrival shall be given 12 hours before the calculated 
time of arrival by the ship's Agent (Helsinki Radio). Two hours before 
arrival at the boarding site for the Pilot, the same notice shall be sent, 
including 

(1) The name and the nationality of the vessel 

(2) Nett registered tonnage 

(3) The time and date of the notice 

(4) The draft of the vessel 

(5) Time of arrival at the boarding site for the Pilot. 


VHF: The harbour office is open 24 hours a day. It is provided with the 
VHF station “Neste”. The following Channels are available: 6, 9, 13, 15, 
16, 17 and 21. Telex connection is 12467159. 

TUGS: The harbour tugs “Esta” and “Esko” owned by Neste are 
available to handle vessels. Respective capacities are: 

“Esta” 1,000 kW (1,330 h.p.) “Esko” 2,352 kW (3,200 h.p.) 

Vessels over 80,000 d.w.t. need additional tugs, which the ship's 
Agent shall order from Helsinki. 

The ship's own lines shall be used for towing. 

Tug to stand-by whilst vessel discharging if vessel over 130,000 d.w.t. 
BERTHING: There are 5 berths available for discharging crude oil and 
loading of oil products. 2 additional berths are available for handling of 
petrochemical products. 

Loading and discharging is possible around the clock. During the 
icefree period all berths are surrounded by oil booms. 

Berth 1: Face direction 023° 42’ 

Water depth 12.6 m. (41 ft.) 

Maximum vessel size about 50,000 d.w.t. 
Face direction 128° 42’ 

Water depth 17.6 m. (57 ft.) 

Maximum vessel length 330 m. (1,082 ft.) 
Ce special permission 

Vessel to be moored starboard side alongside 
Shore gangway 

Maximum reach of loading arms 

+21.5 m. (+70 ft.) from sea level 

Face direction 128° 42’ 

Water depth 17.6 m. (57 ft.) 

Maximum vessel length 280 m. (918 ft.) 
N.B. 

Vessel to be moored starboard side alongside 
Shore gangway 

Maximum reach of loading arms 

+19.5 m. (+64 ft.) from sea level 

Face direction 017° 56’ 

Water depth 15.3 m. (50 ft.) 

Maximum vessel size about 150,000 d.w.t. 
Face direction 002° 58’ 

Water depth 8 m. (26 ft.) 

Maximum vessel size about 8,000 d.w.t. 
Face direction 004° 42’ 

Water depth 13.5 m. (44 ft.) 

Maximum vessel size about 40,000 d.w.t. 
Face direction 333° 18’ 

Water depth 7.3 m. 

Maximum vessel size about 7,000 d.w.t. 

The water depths correspond to the normal water level. 

All loading arm flanges are ANSI 150 Ib. RF. For tugs and cargo 
vessels there are separate berths in the harbour. 
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1 Special List (Customs). 
Ship's Register. 


Berth 2: 


Berth 3: 


Berth 4: 
Berth 5: 
Berth 8: 


Berth 9: 


DISCHARGING/LOADING: The usual methods are applieg , 
discharging and loading. While discharging and loading the Safety rig, 
for Neste tank vessels and oil harbours shall be followed. 

Crude oil can be discharged simultaneously at a maximum of 
berths. However, at Berths 2 and 3 only one ship at a time Can by 
discharged because of a common pipeline. 

Berth 8 is used for benzene loading, capacity 500 cu.m./hr. an 
propylene loading, capacity 400 cu.m./hr. 

During cargo handling adequate crew shall be on board. A gangys 
watchman is not required. 


Loading and Discharging Facilities: 


Berth 1: Discharging rate 4,000 cu.m./hr., shore line 24 in. diamely 
arms No. 12 and No. 13, 2x12 in. diameter. 

Loading rate for heavy fuel oil 3,500 cu.m./hr., shore line 29, 
diameter, arms No. 12 and No. 13, 2x12 in. diameter. 

Loading rate for diesel oil 2,000 cu.m./hr., shore line 14 in. diamety 
arm No. 14, 112 in. diameter. 

Loading rate for gasoline 2,000 cu.m./hr., arm No. 15, 1x12» 
diameter. 

Loading rate for jet fuel 500 cu.m./hr., arm No. 16, 1X8 in. diame 

Deballasting 1,000 cu.m./hr., arm No. 12, 1x12 in. diameter. 

Bunkering rate 600 cu.m./hr., arm No. 11, 1x8 in. diameter. 

All flanges ANSI 150 Ib., RF. 

LPG loading rate 80 cu.m./hr., hose 1x4 in. diameter, flanges ANS 
300 Ib., RF. 


Berth 2: Discharging rate 11,000 cu.m./hr., main shore line 40 
diameter, arms No. 22, No. 23 and No. 24, 3x16 in. diameter. 
Loading rate for heavy fuel oil 5,000 cu.m./hr., arm No. 22, 1x16) 
diameter. 
Deballasting 1,000 cu.m./hr., arm No. 22, 1x16 in. diameter. 
Bunkering rate 600 cu.m./hr., arm No. 21, 1x10 in. diameter. 
All flanges ANSI 150 Ib., RF. 


Berth 3: Discharging rate 6,000 cu.m./hr., main shore line 40¢ 
diameter, arms No. 34 and No. 35, 212 in. diameter. 

Loading rate for heavy fuel oil 5,000 cu.m./hr., arms No. 34 a 
No. 35, 2x12 in. diameter. 

Loading rate for diesel oil 2,500 cu.m./hr., arm No. 33, 112i 
diameter. 

Deballasting 1,000 cu.m./hr., arm No. 35, 1x12 in. diameter. 

Bunkering rate 600 cu.m./hr., arm No. 37, 18 in. diameter. 

All flanges ANSI 150 Ib., RF. 


Berth 4: Discharging rate 6,000cu.m./hr., shore 
diameter,arms No. 42 and No. 43, 2x12 in. diameter. 

Loading rate for heavy fuel oil 4,000 cu.m./hr., shore line 20 in. « 
24 in. diameter, arms No. 42 and No. 43 or No. 43 and No. 44, 2x12 
diameter. 

Loading rate for diesel oil, cat cracked spirit and unleaded gasoli 
2,000 cu.m./hr., arm No. 44, 1x12 in. diameter. 

Loading rate for gasoline 2,000 cu.m./hr., arm No. 45, 1126 
diameter. 

Loading rate for straight-run naphtha 1,500 cu.m./hr., arm No. 4 
1x12 in. diameter. 

Loading rate for bitumen 1,000 cu.m./hr., arm No. 40 1 x8 in. diamete 

Deballasting 1,000 cu.m./hr., arm No. 42 and No. 44, 2x126 
diameter. 

Bunkering rate 600 cu.m./hr., arm No. 41, 18 in. diameter. 

All flanges ANSI 150 Ib., RF. 

Discharge rate for coal: 11,000 tons per 24 hours. 


line 24h 


Berth 5: esol ah Mees 1,000 cu.m./hr., arm No. 51, 18 in. diamele 

Loading rate for heavy fuel oil 1,000 cu.m./hr., arm No. 51, 1x8 
diameter. 

Loading rate for diesel oil 1,000 cu.m./hr., arm No. 52, 1x8* 
diameter. 

Loading rate for gasoline 1,000 cu.m./hr., arm No. 53, 1x8® 
diameter. 

Deballasting 1,000 cu.m./hr., arm No. 51, 18 in. diameter. 

Bunkering rate for heavy fuel oil 600 cu.m./hr., arm No. 51, 1x8® 
diameter. 

Bunkering rate for diesel oil 40 to 1,000 cu.m./hr., arm No. 52, 1x8" 
diameter and hose 1 x2 in. diameter. 

All flanges ANSI 150 Ib., RF. 

LPG loading rate 80 cu.m./hr., hose 14 in. diameter, flanges ANS 
300 Ib., RF. 


Berth 8: Loading rate for benzene 500 cu.m./hr., arm No. 81, 1x8® 
diameter. 
Loading rate for phenol 100 cu.m./hr., hose 1x6 in. diameter. 
Loading rate for propylene 400 cu.m./hr., hose 1x8 in. diameter 
Loading rate for oily water 100 cu.m./hr., hose 14 in. diameter 
Loading rate for acetone 300 cu.m./hr., arm 1x8 in. 
Flanges for propylene loading ANSI 300 Ib., RF. 
All other flanges ANSI 150 Ib., RF. 


Berth 9: 
Discharging rates for: 

Styrenemonomer 500 cu.m./hr. 
Ortoksylene 500 cu.m./hr. 
Hexanol 500 cu.m./hr. 
Glykol 60 cu.m./hr. 
Oktanol 500 cu.m./hr. 
VCM 45-200 cu.m./hr. 
lsobutene 270 cu.m./hr. 
Ethylene 270 cu.m./hr. 
Vinylasetate 200 cu.m./hr. 
Alfol-610 500 cu.m./hr. 
Butadiene (loading) 270 cu.m_/hr. 


gALLAST: There are facilities for discharging ballast at oil berths. 
owevel discharging can be effected simultaneously only from 2 berths. 
the capacity of the ballast handling system of the refinery is 
3,000 cu.m. and the maximum discharging rate at each berth is 
+00 cu.m./hr. Ballast over 5,000 cu.m. must be reported 48 hours prior 


al. 

a harbour office collects a charge to cover treatment costs for 
ballast. 

i No. 8: Flushing water for the tanks can be discharged provided 
nat the pollutants can be handled in the Neste waste water treatment 
gstem. In that case the capacity is 100 cu.m./hr. 

AL: In emergency a doctor can be called on board. To call 
antulance, dial 69-2222. The nearest hospitals are in Porvoo and in 
ugisinki. Ship's Agent helps in other medical problems, such as 
yoviding medicines. 


DENSITY: 1006. 
FRESH WATER: Drinking water can be supplied from: 


Berths 1,4 and 5 25 cu.m./hr. 
Berths 2 and 3 50 cu.m./hr.(2 connections) 
Berths 8 and 9 20 cu.m./hr. 


FUEL: Bunkering facilities are installed at oil berths. Two grades are 
salable, marine fuel oil and marine diesel oil. 

The bunkering capacities: 

Marine fuel oil 600 cu.m./hr. 
Marine diesel oil up to 1,000 cu.m./hr. 

The diesel oil can be delivered through product lines. Bunkers must 
»e ordered with 72 hours’ notice addressed to Neste Marine Product 
Sales, Telex: Hki 12-4641. 

Bunkering at Berths No. 8 and 9 is by truck only. 


REPAIRS: Only minor repairs can be effected following the safety rules 
and with the permission of the harbour office. 

GANGWAY/DECK WATCHMAN: Not required. 

CUSTOMS ALLOWANCES: 200 cigarettes and 1 bottle wine or spirits 
for each man. 

REPATRIATION: Disembarking is possible. A foreigner needs a 
gassport. Distance to Porvoo is 20 km. (12.5 miles) and to Helsinki 
45km. (28 miles). 

AIRPORT: There are daily flights from Helsinki — Vantaa Airport with 
good connections all over the world. Distance to the airport is about 
50 km. (30 miles). 

TIME; GMT te 2 hours. GMT plus 3 hours in Summer. 

TELEPHONE NUMBERS: After berthing a telephone connected to the 
cal automatic exchange will be placed on board all vessels, the 
respective dial numbers being: 


Berth 1 23333 
Berth 2 23334 
Berth 3 23335 
Berth 4 23336 
Berth 5 23337 
Berth 8 23341 
Berth 9 (90) 224304 
mportant Numbers: 

Harbour Office 23339 
693115 and 693117 
Customs 23293 
“Esta” 23423 or 693134 
“Esko” 23423 or 693134 

Fire Alarm/ 
Ambulance 69-2222 


Sus Connections, Taxi: 
Bus connection daily to Porvoo from 0700 hrs. to 2300 hrs. 
Taxi 24 hours 


Tel. 
Neste Oy Taxi Station 23245 
Pekema Oy Taxi Station 23390 


K-O Johansson 22252 
REGULATIONS: In addition to the existing Finnish laws, statutes and 
- regulations the Port Regulations of Neste Harbours must be 


_ Some excerpts: 
“tering the Harbour: Vessels carrying explosives or flammable liquids 
* gases shall observe what has been separately laid down concerning 
‘uch cargo. The vessel shall show the prescribed caution sign in the 
‘arbour area. 
rattic in the Port Area: In the port area the speed of the vessel shall 
%8 according to the circumstances, so that no harm or danger shall be 
“used to anyone. Oil booms, underwater jobsites etc. shall be passed 
wh Special care. The maximum speed allowed in the port area is 
Ys unless otherwise stated by the Harbour Office. 

thing of the Vessel: Without urgent need, anchorage is prohibited in 
ne marked fairway, in the vicinity of the submarine pipelines or cables 

"any place where the vessel may disturb the traffic. 

vessel shall be moored alongside the berth appointed by the 

W dur Authorities and it shall not be removed without permission. 
_,v/hile berthing or unberthing or whilst moored at the berths the 
— Safety precautions shall be taken to avoid any damage to the 


wnsties scuppers must be plugged or closed by mechanical means 

at No water, steam or dirt comes into contact with the berth or its 

“mediate vicinity. 

_Asutlicient crew shall be maintained on board to ensure that the ship 
removed, if necessary. 

= of Shallowing and Contamination of the Harbour: \n the port 

3, "'s prohibited to discharge oil or oil-emulsified water. In the Baltic 
® existing restrictions must be observed. 

The Jettisoning of garbage and refuse is prohibited in the port area. 


mane of tubes and boilers of the ship while at the berth is 


a 


FINLAND 


GENERAL: /nspections: 

To avoid oil accidents, an inspection based on the checking list is 
carried out before loading/discharging to find out the preparedness of 
the vessel to act in an emergency. 

Vessels loading/discharging oil products are surrounded by oil booms. 

Inspections are carried out and loading/discharging is supervised by 
the Loading Master, whose instructions must be followed. If he is not 
on board, he can be contacted by telephone, No. 23339 or 693115 or 
693117. 

AUTHORITY: Neste Oy, Porvoo Works, Harbour Office, 06850 Kulloo, 
Finland. Tel: 693106. Telex: 12464159. Contact: Harbour Master. 


RAAHE (Rautaruukki Oy): 64.41 N. 24.29 E. (See Plan) 


PORT LIMITS: Vessel is considered to be an “arrived vessel” subject 
to Charter Party Terms, when passing breakwaters if not ordered to 
anchor near Raahe Lighthouse by Port Authority. 

DOCUMENTS: 

Crew Lists. 

Passenger List. 

Ship's Register. 

Custom List. 

Provisions List. 

PILOTAGE: Compulsory. To avoid delay in obtaining a Pilot the Owners, 
Master or Agent of the ship bound for Raahe must report vessel's ETA 
6 hours in advance of ETA. ETAs must be confirmed or corrected not 
less than 2 hours prior to ETA by VHF contact with pilot station on 
Channel 16. Departing vessels must also give 2 hours’ notice. 

Pilots board and disembark by pilot cutter (red) near Raahe 
Lighthouse (Lat. 64° 39’ N., Long. 24° 13’ 5” E.). Day and night service. 
Distance from lighthouse to port is 6 miles. 

ANCHORAGES: Vessels can anchor outside Raahe Lighthouse, depth 
15 m. — 20 m. No anchorages inside breakwaters. 

RESTRICTIONS: No restrictions night entry. 

MAX. SIZE: Max. sailing draft at MLW from Port of Rautaruuki Oy is 
8.0 m. 

RADIO: Helsinki Radio, 2182 kHz, call sign OHG, Mariehamn Radio, 
2182 kHz, call sign OFH; Vaasa Radio VHF Channels 16, 24 and 27, 
call sign OFW. 

RADAR/VHF: No port radar services. Pilot station. Radio, 2182 kHz, 
VHF Channel 16. Rautaruukki Oy Harbour Office, VHF Channel 16 and 
9 (0600 hrs. — 2200 hrs.) and tugs on VHF Channel 16. 

TUGS: 2 tugs, 600 h.p. and 1,500 h.p. Tug assistance not compulsory 
but recommended. Ship's lines used. 


BERTHING: 
Pier Berth Length Depth at MLW 
No. (m.) (m.) 

Import Pier 1,2,3 370 9.05 (280 m.) 
7.40 (90 m.) 

Export Pier 4,5 270 9.05 (180 m.) 
7.40 (90 m.) 

Oil Pier 6,7 200 9.05 

luoto 00 


Lapa 8 1 8.0 
STEVEDORES: Rautaruukki Oy, in Steelworks Harbour; August 
Lindberg Oy at Lapaluoto. 

SPECIALISED CARGO — HANDLING FACILITIES: Lapaluoto Harbour, 
no shore cranes. Rautaruukki Oy Harbour, import quay equipped with 
3x12.5 ton shore cranes and conveyor; export quay equipped with 
1x12.5 ton and 1x40 ton shore crane, straddle carriers, forklifts, 
payloaders, lorries and equipment for handling steel, bulk and general 


goods. 
LIFEBOAT STATION: Lifeboat cutter “Niilo Saarinen”, 360 h.p., 
10 knots. Radio 2182 kHz, VHF Channel 16, Radar, fire and 
suctionpump 4,000 litres/minute. Alarm through Helsinki Coastal Radio 
Station on 500 kHz, 2182 kHz and VHF Channels 16, 24 and 27. Raahe 
Pilot Station, Kalajoki Coast Guard Station and Rautaruukki Harbour 
office on VHF Channel 16. 
DENSITY: Average density 1003. 
FRESH WATER: Available at all berths in Rautaruukki’s harbour. 
FUEL: Small quantities available, one day's notice required. 
FIRE PRECAUTIONS: No special precautions in Lapaluoto Harbour. 
CONSULS: Denmark 31146 — 37269 

Norway 31146 — 37269 

Sweden 37300 — 37007 
REPAIRS: Mechanical workshops available. Slip for small ships. 
DRY DOCKS: None. 
SURVEYORS: Lloyd's and Norske Veritas. 
GANGWAY/DECK WATCHMEN: Available but not compulsory. 
OPENING/CLOSING HATCHES: Normally by the crew. 
CUSTOMS ALLOWANCES: About 200 cigarettes and limited amount 
spirits per man. 
REPATRIATION: Crew changes and repatriation can be carried out 
without difficulties. 
AIRPORT: Oulu Airport, about 70 km. from Raahe. 
TIME: Local time is GMT plus 2 hours. GMT plus 3 hours in Summer, 
(early April — late September). 
HOLIDAYS: New Year's Day; Twelfth Night; Good Friday; Easter 
Monday; Labour Day (1st May) holiday when no work takes place; 
Ascension Day; Whitsun Monday; Midsummer Day; All Saints’ Day; 
Independence Day (6th December); Christmas Day and Boxing Day. 
yep piel liaactpag Police 10022; Ambulance; Fire and First 
Aid 112. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engler, 


TELEPHONES: Telephones may be placed on board at a charge. 
SHORE LEAVE: No restrictions. 

IDENTIFICATION CARDS: Not required. 

GARBAGE DISPOSAL: Collection is available. Containers for garb 
are situated at 100 m. intervals on the quays. Charge 0.13 FIM/N.R.T. 
Minimum charge FIM 130, maximum charge FIM 500. 

WASTE OIL DISPOSAL: Collection service for waste oil is available. 
Maximum quantity per vessel is 30 tons, as per Baltic Agreement. Orders 
via agent. Charges as per Tariff. 

SEAMAN’S CLUBS: None. 

CURRENCY: Local currency is FIM (Finnish Mark), average rate in 1994 
was FIM 5.60 for U.S.$1.00. 

GENERAL: Shipping Season: Normal shipping season for non-ice 
strengthened vessels is May — December. During the rest of the year 
icebreaker assistance is normally necessary and given only to ice 
strengthened vessels. 

Harbour basin stays free of ice throughout the year because of 
factory's warm cooling water. 

The installations of the harbour are operated throughout the year. 
Services: Lub. oil, drinking water, boiler water, provisions, stores, 
launches, facilities to receive garbage and oily water and minor repairs. 

Consult Rautaruukki Oy Harbour Office for further information. 
Litter: Littering is forbidden. In such cases, harbour authorities will 
activate the cleaning process and charge the ship for expenditure. All 
cenety must be sent ashore. 

pirits: Selling of alcohol on board a cargo vessel is forbidden by the 
law. Penalties in such cases are high. 

Drunken workers will be relieved of their duties immediately. 
Cameras: The steelworks area is private property. Photographing is 
forbidden in the whole area. Exceptions may only be made by the owner. 
Safety: All necessary precautions must be taken for the safety of the 
workers. 

A protective net must be placed under the gangway stretching about 
2.0 m. over its lower part in order to prevent any falls. 

Safety inspection is undertaken on ship's arrival by stevedores. 
Visitors: Visitors will be allowed into the harbour area if they have a pass 
card pote by the ship's Master and the security service of the factory. 
AUTHORITY: Rautaruukki Oy, Raahe Steel Works, Harbour Office, 
Box 93, 92101 Raahe, Finland. Tel: 358-82-302301. Telex: 32132 


Steel SF. FAX: 358-82-2237155. Cables: Rautaruukki, Raahe. 
Contact: Captain R. Rahja, Port Captain. Tel: 982-302304. 
RAUMA: 61.08 N. 21.30 E. (See Plan) 


PORT LIMITS: Southern entrance port limit when passing Tankkarit, 
northern entrance port limit when passing Riskonpoella. 
DOCUMENTS: 2 Crew Lists and 1 Passenger List. Ship's Register, 
Customs Documents, Ship's Papers, etc. (Ship's Agent will give the 
necessary advice). 

PILOTAGE: Pilot station at Kyimapihlaja-island, Lat. 61° 08’ 7” N., Long. 
21° 18' 4” E. Pilot boards vessels East of Rauman Majakka light. 
International Pilot signals, VHF Channels 16 and 13. Fairways: 
Valkeakari 6.5 m.; deep passage 9.0 m. 

ANCHORAGES: Ample area for anchorage in Archipelago. 
RESTRICTIONS: Entrance: North Channel 6.5m., South Channel 
9.0 m., max. draft 9.0 m. Harbour open all year round. 

MAX. SIZE: Draft limit only. 

HEALTH: In the event of any suspect contagious disease ask for orders 
by wireless. Port Regulations do not allow such a ship to come alongside 
or closer than 350 yards. Pilot must not leave ship before allowed by 
the Doctor. Pilot does not board an infected ship but ship piloted to safe 
anchorage by pilot boat. 

RADIO: Helsinki Radio, Hanko Radio, Mariehamn Radio and nearest 
station Vaasa Radio. 

VHF: Vaasa VHF, intermittent watch on Channels 16, 26 and 28. 
Channel 16 used for calling Pilot, tug etc. Channels 13 and 12 for further 
operations. 

RADAR: When required pilot station radar used for advising Pilot 
onboard. 

TUGS: 3 ice-breaker tugs available (up to 3,500 b.h.p.) 24 hours per 
5 hours’ notice recommended. 


THING: 
Quay Length Depth Remarks 
Alongside 
(m.) (m.) 
Petajas 314 10.9 —11.1 Bulk Cargo 
Hakuni 250 6.7 — 7.3 General Cargo 
Central 410 6.6 — 7.3 General Cargo 
Laitsaari 280 9.15 General Cargo 
Suoja 110 5.7 General Cargo 
Chemical | 100 5.5 Liquid Cargo 
Chemical I! 110 7.25 Liquid Cargo 
Oil 125 9.15 Oil Carriers 
Ro-Ro No.1 — 66 -— 68 _— 
No.2 250 6.7 - 7.3 _ 
No.3 120 9.0 -- 
No.4 110 9.0 _ 
No.5 110 9.0 _— 
No.6 150 9.0 — 
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CRANES: 26 tons; 1x5 tons; 2x3 tons. 15 mobile cranes 5 ~ 42h, 
available. 2 jib cranes of 40 tonnes for containers and 30 tonnes for by 
STEVEDORES: 24 hours’ notice to Agent recommended. 

BULK CARGO FACILITIES: Part of Central Quay for bulk Cartigy 
shore cranes, max. draft 7.0 m. 

Petajas Quay for bulk carriers, max. draft 9.0 m. (depth alongsy 
10.9 — 11.1 m.). 

Facilities for grain cargo (storage capacity 150,000 tons). 
SPECIALISED CARGO-HANDLING FACILITIES: Containers can 
handled by harbour cranes and mobile cranes. 

Good berths for Roll-on/Roll-off traffic. 

Different kinds of liquid chemicals can be handled in special bem, 
MEDICAL: Advance notice recommended if possible. Hospital availabe 
TANKERS: See “Berthing”. 

Storage: 

Oy Teboil Ab. 200,000 cu.m. 

Rauma-Repola Oy. 280,000 cu.m. 

Both storage facilities are underground. 

Ballast: Facilities available for dirty ballast. 

DENSITY: 1004 — 1003. 

FRESH WATER: Fresh water available on any quay. Charg, 
a se on amount taken. An extra fee is charged if tug is used, 
FUEL: Fuel brought by tank-trucks. 

CONSULS: Denmark, Norway and Sweden. 

REPAIRS: All types available. 

DRY DOCKS: Finnyards Ltd.: Dry dock 159 m.x21.7 m.x7.3m, 4 
sorts of repairs. Slipway for ships up to 600 d.w.t. 

Cranes: Movable electric crane up to 80 tons. 

SURVEYORS: SGS Inspection Services Oy. (chemical surveys). Ty 
358-38-241177. Fax: 358-38-222332. 

GANGWAY/DECK WATCHMEN: Available if wanted. Watchme 
supplied by private company. 

OPENING/CLOSING HATCHES: Performed by ship's crew orp 
Stevedores at request of ship. 
CUSTOMS ALLOWANCES: Tobacco: 6 day's ration (about 2% 
cigarettes or 200 gm. tobacco). Wine and/or Spirits: 1 opened bottle» 
wine or liquor, subject to Customs Regulations. 

CARGO GEAR: At Central Quay and Petajas Quay shore gw 
available. Other quays mobile gear or ship's gear. 
REPATRIATION: Repatriation and signing on or off. 

AIRPORT: Pori Airport 50 km. away. Regular connections. 

TIME: Local time is 2 hours ahead of Greenwich (Long. 30° E.). Gi’ 
plus 3 hours in Summer. 

HOLIDAYS: See “Turku”. 

POLICE/AMBULANCE/FIRE: Police, 002 and 003; Ambulance, 0% 
Fire alarm, 005. Public emergency, 000. 

TELEPHONES: Oil quay, Laitsaari Quay and Iso-Hakuni Quay. 
SERVICES: Compass adjusting facilities and compass adjusters. 
SHORE LEAVE: No restrictions. 

IDENTIFICATION CARDS: Normally no identification card needed ty 
Passport or Seaman's Book preferable. 

GARBAGE DISPOSAL: Garbage disposal services are provided by te 
mooring men and their use is compulsory. Garbage bins for lay 
amounts of rubbish are to be found on the quays and marked we 
“garbage”. 

Charge FIM 0.14/n.r.t., minimum charge FIM 150/vessel, maximur 
charge FIM 350/vessel. Bins available throughout 24 hours. 
WASTE OIL DISPOSAL: Oily ballast, tank washing water, bilge wale 
FIM 150/cu.m. Minimum charge FIM 250. Capacity of shore ta’ 
5,000 cu.m. Reception of oily water through the reception facilities © 
the Oil Pier. Service at other quays by tanker trucks. Operaiit 
companies: Call your Agent. 

SEAMAN’S CLUBS: amen's Club is near Ro/Ro Berth No? 
Tel: 358-38-8227308, open 1700 hrs. — 2200 hrs. Following service 
available: Canteen, international telephone, reading room, informatie 
billiards, etc. 

CURRENCY: Finnish Mark (FIM). U.S.$ 1.00 = FIM 5.60 (10.2.94). 

No restrictions placed upon seafarers. 

DELAYS: No delays in berthing, loading and discharging weat® 
permitting. 

DEVELOPMENTS: New warehouses and storage fields un 
construction. 

AUTHORITY: Port of Rauma Authority, 26100 Rauma, Finland. Tel: 3% 
38-83411. FAX: 358-38-8226369. Cables: Rauma Harbour Masi? 
Contact: Seppo Koskinen, Harbour Master. Heikki Honkaheimo, Po 
Director. 


SAIMAA CANAL AND PORTS IN LAKE AREA 0 
SAIMAA (See Plat 


APPROACH CHANNELS: The canal can be reached from ™ 
international waters of the Gulf of Finland through an approach chary® 
South of Someri. The channel passes the Island of Vihrevol 
continues, at the Island of Malyj Vysotski, as the Vysotski-Vi¥ 
Channel, from which the approach channel departs at a distance’ 
10 km. from Malyj Vysotski. The length of the approach channel f= 
the point of departure to the Brusnitchnoe Lock is 14 km. The disi#™ 
from the international water area to the Island of Vihrevoi is 945 
and the length of the section Vihrevoi-Malyj Vysotski 12 km. The ™ 
length of the channel from the territorial waters of Russia © ™ 
Brusnitchnoe Lock is thus 131 km. 

From the territorial waters of Finland the canal may be reac 
through the so-called coastal channel starting from the Finnish bo® 
at the island of Santio and joining the above sea channel at the 


yinrevoi. The length of the channel from the border to Vihrevoi is 
oa and the overall length to the Brusnitchnoe Lock is 85.5 km. The 
angnnel and its refuge harbours have been marked on the Russian sea 

Nos. 1131 and 1132 and on Finnish charts Nos. 11 and 12. The 

: channel may also be used by vessels of other nationalities. 
canal: The length of the canal on the Finnish side of the border is 
23.3 km. and that of the part on the Russian side 19.6 km. The overall 
of the Saimaa Canal is thus 42.9 km. The average difference in 
ng neight between Lake Saimaa and the Gulf of Finland is 75.6 m. The 
canal has 8 locks, the heights of fall of which range between 5.54 m. 
and 12.69 m. Earth transports will use the 7 moving bascule bridges 
and the 6 stationary bridges across the canal. ‘ 
NAVIGATION SEASON: The natural open water season of the Saimaa 
canal lasts on average 211 days. Since most vessels navigating in the 
Canal have been strengthened and inspected for navigation in ice, a 
season of navigation of ten months has lately been reached, the season 
ining in early April and ending in January. 
i + opening and closing of the season of navigation on the Canal is 
decided each year by the Finnish and Russian Saimaa Canal Delegates. 
The opening will be announced not later than 1 day before the opening 
day and the closing not later than 7 days before the closing day. 

During the season of navigation the Saimaa Canal and the other deep 

channels are kept open 24 hours a day. 
PILOTAGE: Use of Pilot is compulsory in Russian territory: Pilotage in 
the Russian water area is carried out by the Russian Pilot Service. 
piiotage is needed when using the channel between Vihrevoi — 
Brusnitchnoe. All vessels must use Pilot on this channel section. 
pilotage on the Saimaa Canal: Pilotage on the section Brusnitchnoe — 
the lock of Malkia is carried out by canal pilots subordinated to the Inland 
Waterways District. All vessels, excluding small Finnish vessels less 
| than 25m. in length, shall use a Pilot when proceeding through the 
_ Canal. The Inland Waterways District may grant upon application to a 
Master of a vessel the right to navigate a certain vessel on the Canal 
_ without a Pilot provided that the Master of the vessel has passed an 
examination required for the purpose. 
Pilot must be ordered 12 hours in advance of point of receipt of Pilot: 
in navigation from the Gulf of Finland the Pilot must be ordered from 
the Viipuri Section of Inflot 12 hours before the arrival at the Vihrevou 
Pilot Station. The order must be checked 4 hours before the start of the 
gilotage. To avoid excessive work by the Pilot Service and to eliminate 
delays special attention is to be paid to the accuracy of the time the 
pilotage is to be started, particularly in the last notifications. 

in navigation from the Lake Saimaa the Pilot must be ordered from 
the Canal Office 6 hours before entrance into the Canal. The order must 
te checked two hours before the pilotage is to be started. 

In navigation from the Gulf of Finland a Canal Pilot need not be 
ordered separately. Similarly, a Russian Pilot for the approach channel 
need not be ordered separately when the vessel proceeds from Lake 
Saimaa. 

Pilotage in the water system of Saimaa: Pilotage in the water system 
of Saimaa is carried out by Pilots of the Inland Waterways District. The 
order for Pilots shall be made 6 hours before the start of the pilotage to 
the pilot stations of Lake Saimaa. 

MAX. SIZE: The canal can be used by vessels with dimensions not 
exceeding the following: 


Length 82.0 m. 
Beam 12.2 m. 
Draft 4.35 m. 
Height of mast 24.5 m. 


The draft of a vessel in tow, however, shall not exceed 4.5 m. For 
vessels larger than those mentioned above, a permit for navigation on 
Eh may be granted upon application to the Inland Waterways 

rict. 

The permit may contain regulations concerning the structure or 
squipment of the vessel or special provisions pertaining to navigation 
ofthe vessel on the canal such as good manoeuvrability, liability to wait 
of speed restrictions. 

The Inland Watérways District may also grant a vessel or equipment 
with slightly larger dimensions, carrying exceptional cargo, a Trip Let 
Pass for one passage through the canal. 

The Rules and Regulations for Traffic on the Saimaa Canal also 
contain more detailed directions — among others on the permissible 
de of vessels in tow and timber rafts using the open canal 

ions. 
NEW VESSELS: When designing new vessels, to be used also in traffic 
tough the Saimaa Canal, the designers are advised to consult the 
main dimensions and the structure of the vessels with the Inland 
waterways District. The conditions of navigation in the canal depend, 
rst of = on manoeuvrability, though certain other factors are also 


mportant. 
MAXIMUM PERMISSIBLE SPEED AND TIME OF PASSAGE: The 
‘ighest permissible speed on the actual channel of the Saimaa Canal 
8 9kmJhr. for vessels with a draft greater than 3.9 m. For vessels 
a ygating on lesser drafts the speed is graduated within the limits of 
15 km./hr. depending on the draft. In the lake parts of the Canal the 
nest permissible speed varies between 15-18 km./hr. depending on 
Size of the vessel. Detailed regulations available from the Canal 
Ce. The time of passage through the part of the Canal provided with 
5 (Mouth of the Canal on Lake Saimaa—Lock of Brusnitchnoe) is 
~8 hours depending on waiting time at locks caused by heavy traffic 
SIGNS and on size of vessels. 
AND SIGNAL LIGHTS: The sign system of the approach 
Mel of the Saimaa Canal, the canal and the channels on Lake 
at Maa is adequate to ensure safe navigation throughout the day, also 
hight and in poor visibility. 
in approach channel is provided with beacons, light buoys and signs 
owance with the Lateral System. The signs have been erected 
Ussian authorities. The illumination and the signalisation systems 
and si maa Canal are based on the same principles with beacons 
Signs, but in the signal system of the canal, sign lanterns, 


> 


FINLAND 


signboards, line markers, water traffic signs and radar reflectors have 
been used. The colour of sign lanterns is orange on the West bank and 
oe on the East bank of the canal. In marking of the lake channels of 
imaa according to the Cardinal and Lateral System, leading and 
warning lights, light buoys, range beacons, landmarks and signs have 
been used. Information of the marking of the water system of Saimaa 
has been issued as a booklet by the National Board of Navigation in 
Finland: “Sisavesistojen loistot | 1983" — “Beacons of Inland Water 
Areas | 1983”. 
RADIO: There are two radiotelephone networks for marine use in the 
sphere of influence of the Saimaa Canal. On the frequency of 160 MHz 
reserved for actual marine radio communications there is also the Pilot 
radiotelephone network. 

The Pilot radiotelephone network covers all stationary radiotelephone 
equipment at all locks, at pilot stations and in the Traffic Office at Mustola 
as well as portable radiotelephone apparatus used by canal Pilots. The 
radiotelephone equipment of the canal Pilots operate on Channel 11 of 
the international marine radio. The telephone of the Brusnitchnoe Lock 
and the Lock of Malkia and the radio telephone in the Traffic Office of 
the canal are also provided with a general calling and safety Channel 
16 


When approaching from the sea the vessel makes a radio contact 
with the Brusnitchnoe Lock by using Channel 11. After this all radio 
communications required by navigation on the canal also use Channel 
11. On Lake Saimaa, radio communications move over to Channel 13 
on which the traffic office of the Saimaa Canal and the pilot station of 
Lauritsala are also able to operate. 

The general radiotelephone network on Lake Saimaa (the so-called 
Saimaa Radio) uses Channels 23-28 of the international marine radio. 
The network covers the entire region of the water system of Saimaa 
extending from Lappeenranta to lisalmi and Lake Pielinen. Channel 24 
is the calling channel of the Saimaa Radio. 

Two marine radio stations for general traffic have been built at 
Nuijamaa and Virolahti especially for navigation on the Saimaa Canal. 
Both radio stations are on duty and they are remote-controlled from the 
Coast Station of Helsinki. The stations have the calling and safety 
Channel 16 and a calling Channel 24 for public traffic. The Nuijamaa 
Station operates on Channel 28 and the Virolahti Station on Channel 
23. The range of the Nuijamaa Station extends from South of Viipuri to 
Southern Saimaa and the range of the Virolahti Station covers the entire 
Bay of Viipuri. The stations can be called either on Channel 16 or on 
the operating Channel. Helsinki Radio calls vessels either on Channel 
16 or 24. 

The principal purpose of both the Saimaa and Helsinki Radios is to 
ensure the communications of the safety service of navigation. These 
stations may also be used to transmit calls to the public telephone 
network — also to foreign countries — or vice versa, to receive calls from 
the public telephone network. 

BERTHING: PORTS OF LAKE SAIMAA: 

Lappeenranta: Located at the Northern end of the Saimaa Canal. 
Authority: City of Lappeenranta Harbour Authority, Ainonkatu 7, FIN- 
a a gatalalies! Tel: (53) 518841. Fax: (53) 52387. Telex: 58137 
Port of Mustola: Located 1.0 km. from Mustola Lock to the South. Room 
for 7 ships; max. size of the Canal. Railway connection. Terminal stores 
of 28,000 sq.m., paved storage yard of 65,000 sq.m. and unpaved 
storage yard of 40,000 sq.m. Electricity, fresh water, services, etc., 
available. 

Port of Rapasaari: Located 6 km. from the entrance of the Canal to the 
West. Room for one ship; max. size of the Canal. Railway connection. 
Paved coy yard of 3,000 sq.m. and unpaved storage yard of 
3,000 sq.m. Pilotage distance from the Canal 6 miles. Mobile cranes. 

Stevedores: Working hours (Monday to Friday) 0700 hrs. — 2300 hrs. 
Port of Kaukas: Located 1.5 km. from the entrance of the Canal to the 
West. 

Authority: Kaukas Oy, FIN-53200 Lappeenranta. Tel: (53) 5141. 

Room for 2 ships; max. size of the Canal. Pilotage distance from the 

Canal 3 miles. 


Joutseno: Located 20 km. from the entrance of the Canal to the East. 
Port of Honkalahti: Authority: Honkalahden Teollisuuslaituri Oy, c/o Oy 
Saimaa Terminals AB, Lastaajanvayla 1, FIN-53420 Lappeenranta. 
Tel: (53) 4585451. Fax: (53) 4585459. Telex: 58107 STERM FI. 
Room for one ship; max. size of the Canal. Paved storage yard of 
3,000 sq.m. Pilotage distance from the Canal 14 miles. 
Port of Pulp: Authority: Yhtyneet Paperitehtaat Oy, Joutseno Pulp, FIN- 
54120 Pulp. Tel: (53) 630711. Fax: (53) 6307378. Telex: 58229 PULP FI. 
Room for one ship; max. size of the Canal. Paved storage yard of 
9,000 sq.m. Pilotage distance from the Canal 13 miles. Mobile cranes. 
Stevedores: Working hours (Monday to Friday) 0700 hrs. — 2300 hrs. 


Imatra: Located 44 km. from the entrance of the Canal to the East. 
Port of Vuoksi: Authority: Enso-Gutzeit Oy, FIN-55800 Imatra, c/o Oy 
Saimaa Terminals AB, Lastaajanvayla 1, FIN-53420 Lappeenranta. 
Tel: (53) 4585451. Fax: (53) 4585459. Telex: 58107 STERM FI. 

Room for 3 ships; max. size of the Canal. Terminal stores of 
37,000 sq.m. Paved storage yard of 30,000 sq.m. Railway connection. 
Fresh water, services, etc., available. Pilotage distance from the Canal 
24 miles. Mobile cranes. 

Stevedores: Working hours (Monday to Friday) 0700 hrs. — 2300 hrs. 


Ristiina: Located 91 km. from the entrance of the Canal to Northwest. 
Port of Ristiina: Authority: The Commune of Ristiina, FIN-52300 Ristiina. 
Tel: (55) 41310. 
Room for one ship; max. size of the Canal. Paved storage yard of 
5,000 sq.m. Pilotage distance from the Canal 49 miles. Mobile cranes. 
Stevedores: Working hours (Monday to Friday) 0700 hrs. — 2300 hrs. 


Savoniinna: Located 155 km. from the entrance of the Canal to the 
North. 

Port of Savonlinna: Authority: The City of Savonlinna, Olavinkatu 40, 
FIN-57130 Savonlinna. Tel: (57) 12771. 
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Room for one ship; max. size of the Canal. Paved storage yard of 
6,000 sq.m. and unpaved storage yard of 5,000sq.m. Railway 
connection. Water, services, etc., available. Pilotage distance from the 
Canal 84 miles. Mobile cranes. 

Stevedores: Working hours (Monday to Friday) 0700 hrs. — 2300 hrs. 


Joensuu: Located 348 km. from the entrance of the Canal to the North. 


Port of Joensuu: Authority: The City of Joensuu, Harbour Office, 
Ukonniemen Syvasatama, FIN-80220 Joensuu. Tel: (73) 1613546. 
Fax: (73) 1613525. 

Room for 4 ships; max. size of the Canal. Terminal stores of 
18,000 sq.m. Paved storage yard of 20,000 sq.m. and unpaved storage 
yard of 60,000sq.m. Water, services, etc., available. Railway 
connection. Pilotage distance from the entrance of the Canal 166 miles. 
Mobile cranes. 

Stevedores: Working hours (Monday to Friday) 0700 hrs. — 2300 hrs. 


Kitee: Located 270 km. from the entrance of the Canal to the North. 
Port of Puhos: Authority: Puhoksen Satama Oy, FIN-82430 Puhos. 
Tel: (73) 421151. Fax: (73) 421195. Telex: 46160. 

Room for one ship; max. size of the Canal. Terminal store of 
3,200 sq.m. and paved storage yard of 5,000 sq.m. Water, services, etc., 
available. Pilotage distance from the Canal 147 miles. Mobile cranes. 

Stevedores: Working hours (Monday to Friday) 0700 hrs. — 2300 hrs. 


Varkaus: Located 221 km. from the entrance of the Canal to the North. 
Authority: City of Varkaus, Harbour Office, P.O.Box 208, FIN-78201 
Varkaus. Tel: (72) 292616. Fax: (72) 23627. 

Port of Akonniemi: Room for 2 ships; max. size of the Canal. Railway 
connection. Paved storage yard of 4,000 sq.m. and unpaved storage 
yard of 5,600 sq.m. Water, services, etc., available. Pilotage distance 
from the entrance of the Canal 123 miles. 

Port of Taipale: Room for 2 ships; max. size of the Canal. Terminal store 
of 600 sq.m. and paved storage yard of 3,000 sq.m. Water, services, 
etc., available. Pilotage distance from the Canal 125 miles. 

Port of Kosulanniemi: Authority: Enso-Gutzeit Oy, P.O.Box 185, FIN- 
78261 Varkaus. Tel: (72) 251. Fax: (72) 255812. 

Room for 3 ships (one quay for raw timber); max. size of the Canal. 
Railway connection. Terminal store of 3,000 sq.m. and paved storage 
yard of 5,000 sq.m. Pilotage distance from the Canal 126 miles. Mobile 
cranes. 

Stevedores: Working hours (Monday to Friday) 0700 hrs. — 2300 hrs. 


Kuoplo: Located 300 km. from the entrance of the Canal to the North. 
Authority: City of Kuopio, Harbour Office, Tulliportinkatu 52, FIN-70100 
Kuopio. Tel: (71) 185191. Fax: (71) 185010. 
Port of Kumpusalmi: Room for 3 ships (one quay for tankers); max. size 
of the Canal. Railway connection. Terminal store of 2,500 sq.m., sawn 
goods shed of 800 sq.m. Paved storage yard of 23,000 sq.m. and 
unpaved storage yard of 34,000 sq.m. Water, services, etc., availble. 
Pilotage distance from the Canal 168 miles. Mobile cranes. 
Stevedores: Working hours (Monday to Friday) 0700 hrs. — 2300 hrs. 
Port of Kelloniemi: Authority: Oy Esso AB, Kelloniemi, FIN-70460 
Kuopio. 
Room for one tanker; max. size of the Canal. 


Slilinjarvi: Located 333 km. from the entrance of the Canal to the North. 
Two small quays owned by Kemira Oy. Tel: (71) 40011, and Oy Partek 
Industrials Minerals AB. Tel: (71) 443200. 
Ships can be max. size of the Canal, but draft can be 4.2 m. 


AUTHORITIES: National Board of Navigation, Inland Waterways 
District, SF-53420 Lappeenranta, Finland. Te/: Nat. (953) 859111, Int. 
+ 358 53 859111. Telex: 58236 Mkljs Sf. FAX: 6259201. 

National Board of Navigation, P.O, Box 158, 00141 Helsinki, Finland. 
* ane (90) 18081, International +358 0 18081. Telex: 121471 
mxh sf. 

The Viipuri Section of Inflot. Te/: Viipuri 52-01. Telex: 64121521. 
Cables: Inflot, Viipuri. 


TOLKKINEN (Tolkis): 60.20 N. 25.35 E. 


APPROACHES: Max. draft of fairway from sea to roads 15.0 m., and 
from Roads to quay 7.0 m. 

PILOTAGE: Pilot arrives from port station at Emsalo (tel. 915-542710). 
Station equipped with VHF, radiotelephone and radar. Pilot boards 
between Kalbadagrund and Porvoo Lighthouse. Pilotage distance to port 
22 miles. 

TUGS: Several tugs available from oil harbour. 

BERTHING: Tolkis North Quay, depth 7.0 m. Tolkis South Quay, depth 
5.2 m. Oil Harbour (see “Porvoo”). 

CRANES: Tolkis South Quay equipped with 1 movable crane. Lifting 
capacity 2.5 tons with grab and 5 tons with hook. Several mobile cranes 
up to 70 tons available for hire. 

STEVEDORES: Working hours from 0700 — 1600 hrs. 3 — 4 gangs 
available Monday to Friday. On Saturday only 1 gang on overtime. 
FRESH WATER: Fresh water available. Rate 8 t.p.h. 

FUEL: Small quantity available by tank-car. 

DENSITY: 1004. 

ras DISPOSAL: Garbage containers are provided alongside the 
vessel. 

WASTE OIL DISPOSAL: Possible by tanker trucks if ordered in advance 
through the Agent. 

SEAMAN’S CLUBS: None. 

CURRENCY: Finnish Mark. U.S.$ 1.00 = FIM 5.60 (10.2.94). 
AUTHORITY/AGENT: Oy Borga Stuveri Ab., 06750 Tolkis, Finland. 
Tel: 915-577530. After Office hours: Tel: 915-5243952. 
Telex: 1758 clear sf. FAX: 915-577285. Cables: Stevedore. 
Contact: Captain Christer Lindstrom. (Car Telephone No. 949-55581 1). 
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TORNIO: 65.51 N. 24.09 E. (See Play 


The harbour of Tornio in Roytta is situated about 6 miles SW. 4 
Tornio. The port is a public port. 
DOCUMENTS: 2 Crew Lists, 2 Provisions Lists, Passenger List. 

One set of Bills of Lading, Ship's Papers, Health Documents. 
PILOTAGE: Ajos pilot station VHF Channels 16 and 13. Pilot to be 
on board by lighthouse “Kemi 2” in position 65° 30.3’ N., 24° 22.5'5 
10 miles from Ajos. 

ANCHORAGES: See “Kemi”. 

MAX. SIZE: At same time there can be 2 vessels of 90 m. — 160» 
bth draft 8.0 m. alongside the main quay. 

RADIO: Helsinki Radio/OHX or Harnosand Radio, Sweden/SAH. 
TUGS: Tugs are only available during Winter. If they are needed; 
Summer, they can be ordered from Kemi (12 hours before arrival). 
CRANES: 36 ton crane with container facilities; mobile crane y 
200 tons; 5x80 tons and 540 tons quay cranes. 

STEVEDORES: Ordered by Agent (Telex 35 — 12 Kandi Fi). Agent mu 
be given 24 hours ETA. Normal working time 0700 — 1100 hrs., 1209- 
1600 hrs. and 1600 — 2400 hrs. (Two shifts). 

DENSITY: Fresh water. 

FRESH WATER: Available by pipeline. 

FUEL: Ordinary fuel by lorries from Kemi. 

CONSULS: Sweden Tel. (9) 698-433700. 

REPAIRS: No docks but accommodation for small repairs. 
OPENING/CLOSING HATCHES: By the ship's crew. 

CUSTOMS ALLOWANCES: | litre spirits, 1 litre wine, 2 litres beer ay 
200 cigarettes. 

AIRPORT: At Kemi, 20 km. from Tornio; served by Finnair. 

TIME: GMT plus 2 hours. GMT plus 3 hours in Summer. 
GARBAGE DISPOSAL: Normal garbage service available. 
WASTE OIL DISPOSAL: Service available. 
POLICE/AMBULANCE/FIRE: Tel: 112. Salvage Tel: (9) 698-82074, 
AUTHORITY: Tornion Satamakonttori, City Hall, 95400 Tomio, Finland 
Tel: (9) 698-447419. FAX: (9) 698-447436. Contact: M. Pajuner 
Harbour Master. 


TURKU (Abo): 60.27 N. 22.15 E. 


DOCUMENTS: See “Oulu”. 
PILOTAGE: Telegram to Agent with 24 hours ETA to sea pilot station 

There are 4 entrances: 

Uto: Fairway 10 m., Radio Beacon, VHF, coastal radar, telephone ve 
Hanko or Mariehamn Radio. A 13.0 m. channel is to be establishe 
between Uto and Turku. 

Nyhamn: 8.2 m. on Rodhamn, radio beacon. 

lsokari-Enskar: 7.1 m., radio beacon, VHF radio. 

Hanko: 7.3 m., radio beacon, telephone via Hanko Radio. 

Lighthouse and Pilot at each. 

All fairways sheltered. No tide. Channel to main harbour 10 m. 

When approaching port ETA by VHF to Port Information Cente 
international VHF Channel 12 for Harbour Pilot. Cutter whilst in action 
same Channel, but takes orders from Port Traffic Control Centre only 
Pilot cutters painted red with white circular field marked “'L” on the bows 
Flying flag in daylight, showing red and white lights vertically at nig 
V opnk, ic» when required to pilot station 0.75 miles from Main Harbou 

All ships arriving from sea will get necessary information from Se 
Pilot, whose service is compulsory. Harbour Pilot not compulsory. 
ANCHORAGES: Outer anchorage at Bay of Airisto, 2 miles from Pot 
15m. — 18m. 

MAX. SIZE: Maximum draft in Commercial Harbour 11.0 m. fresh wale 
In Oil Harbour 9.0 m. in fresh water. Max. length 230 m. and breadth? 
minor importance. No tides. 

HEALTH: International Quarantine flag required in Case of suspecte’ 
disease or fever including preliminary report by VHF, otherwise, 2 
Agent. 

RADIO: Hanko Radio and Mariehamn Radio. In addition these hat? 
telephone and VHF service. Local telephone network on VHF 
Mariehamn on Channels 26 or 23 and Hanko on Channel 2. 
TUGS: Advisable to apply for tugs in advance. 6 tugs available. 
BERTHING: Priority given to arriving and departing inger ships & 
regular lines. 10 Roll-on/Roll-off berths, with an 11th berth available la? 
1994. One berth for train ferry. 

Total length of quays 5,145 m. 

Berth depths 6.5 m. — 11.0 m. 

The container terminal in West Harbour became operational in 19% 
On completion, the quay length will be 500 m. 


(See Plan) 


CRANES: 
No. Capacity Type 
(tons) 
9 5 Movable 
9 6 Movable 
1 60 Movable 


1 40 Multipurpose, movable. 
STEVEDORES: Agent should be well informed about ETA and Masi@' 
Requirements. Normal working hours: 0630 — 1030, 1100 — 1500, ! 
— 2300. Saturdays and days preceding public holidays 0700 — 1530" 
The Port Office: 0900-1700 hrs. Saturdays and days preceding pu 
holidays closed. 

MEDICAL: All medical and hospital facilities available. No spe 
requirements regarding inoculations, etc. 

TANKERS: No special requirements. Small slop discharge tacilt® 
1 berth, depth 9.0 m. for larger ships. 

DENSITY: 1004. 

FRESH WATER: From pipelines along berths. Approx. 12.00 fim. 
ton. 


. Most grades available. No advance notice neccessary if from 
vehicles. In case of greater quantities, from Oil Harbour only. This 
ies advance notice to Agent. 
peo LS: The following countries are represented by Consuls or Vice- 
Consuls in Turku: Austria, Belgium, Denmark, France, Germany, Great 
artain, Greece, Honduras, Iceland, Italy, Norway, Portugal, Russia, 
spain, and Sweden. 
REPAIRS: All types of repairs possible. 
pry DOCKS: Graving dock: Length 183 m.x25.6 m.x8.3 m. 

Floating dock: 155 m. x 23.5 m.x7.0 m. with lifting capacity of 8,500 
ons. Owner: Turku Repair Yard Ltd. Tel: (21) 638711. Telex: 62484 Try 
< : (21) 6387250. 

5 NgwAY/DECK WATCHMEN: Gangways to be rigged out so that 
do not Ss eetrey quay crane movements. Watchmen customary, but 
rily hired. 
NING/CLOSING HATCHES: Normally carried out by stevedores. 
REPATRIATION: Good connections everywhere. 
AIRPORT: 10 km. from port, regular lines. 
TIME: GMT plus 2 hours. ; 
HOLIDAYS: New Year's Day (January 1st); Good Friday; Easter Bank 
uoliday; May 1st; Midsummer Day; All Saints’ Day; Independence Day 
december 6th); Christmas Day; (December 25th); Boxing Day 
December 26th). 
pOLICE/AMBULANCE/FIRE: Dial 112. 
TELEPHONES: Ships’ telephones available. 
IDENTIFICATION CARDS: Not needed. 
GARBAGE DISPOSAL: Service available. 
S$ 32.50 —- maximum U.S.$ 78.50, or U.S.$ 0.04 per net register ton. 
WASTE OIL DISPOSAL: All Finnish ports have a special agreement 
with Ekokem Oy for waste oil disposal or similar service. Charges as 
oer Ekokem Tariff. 
SEAMAN’S CLUBS: Finnish Seaman's Service. Tel: 21-304995. 
CURRENCY: Finnish Mark. 
GENERAL: Ice-breakers maintain Winter traffic. 
AUTHORITY: Port of Turku Authority, Linnankatu 90, SF-20100 Turku, 
Finland. Tel: (21) 674111. Teletex: 244-1021502 tuport. FAX: (21) 674 
125. Contact: Captain Tom Joutsia, Harbour Master. Henrik 
£ Pettersson, General Manager. 


Charges: Minimum 


UUSIKAUPUNKI: 60.48 N. 21.24 E. 


DOCUMENTS: 
Agent will prepare during clearance: 

2 Ship's Report. 

1 Declaration List, Arrival (Board of Navigation). 

1 Declaration List, Departure (Board of Navigation). 

To be prepared before Arrival: 

2 Provision Lists (own provision of the ship). 

2 Special Lists (must be signed by each member of the crew). 

2 Crew Lists. 

Bill of Admeasurement. 

Certificate of Registry. 

\ce-class Certificate (during Winter, 1st December — 30th April, issued 

by hull surveyor). 

Bill of Lights (issued by Customs). 

APPROACHES: 3 fairways lead to harbour through sheltering 
archipelago; Uto-Uusikaupunki, 78 miles; lsokari-Uusikaupunki, 
'3 miles; Kylmapihlaja-Uusikaupunki, 24 miles. 

Good sheltered anchorage in the roads. Depth of fairways 10.0 m. 
PILOTAGE: Embark Pilot at Isokari or Uto Pilot Stations. Distance 
‘rough archipelago Isokari-Uusikaupunki 13 miles, Uto-Uusikaupunki 
78 miles. Under normal circumstances first fairway recommended. 
During Winter months, if ice-situation difficult in Gulf of Bothnia, traffic 
goes via Uto. 

Both pilot stations equipped with radio 2182 kHz, Channels 16 and 
24, VHF duplex-Channels 18, 20 or 22 and radar. Pilot-boat red, with 
etter “L" and fitted with VHF Channels 13 and 16. Pilot boards usually 
vetween Sandback-Isokari, to where “Hauteri” light leads in line 134.5° — 
314.5° (T). Notice of ETA at least 4 hours prior reaching station. 
NOES: Many areas of safe anchorages in Archipelago. Pilot 


[} 
RESTRICTIONS: No entry restrictions. No tide. During North and East 
"nds sea-level can fall about 40 cm. below normal, which may 
ees delay deep loaded vessels reaching port. 

EALTH: Pratique not necessary. In the event of any disease/fever on 
*oard or in last port of departure, vessel has to inform before arrival, 
‘dist quarantine-flags, or in darkness 2 lights, red light above white, 
Showing all round horizon. 

TU : Mariehamn Radio OFH; Helsinki Radio OHG. 

on 2 available; normally tugs join vessel at port, ship's lines used. 
\ HING: Kemira Quay: 340m. long, owned by fertiliser factory 
a Oy, has depth 10 m. alongside, two 8 ton cranes, two discharging 
en one for discharging ammonia at minus 32°C and one for sulphur 
py Discharging capacity depending material 140-170 tons/hour/crane 

é loading/discharging bags 45-50 tons/hour/crane. 

Sso Quay: 40 m. long, owned by Oy Esso AB, depth in channel and 
14 ide 5 m. Terminal is used for discharging LP gas. 
wen Quay: 140 m. long, owned by Uudenkaupungin Telakka Oy, 
pth alongside 5 m. Quay is only used for ship repairs, and fitting 
<a new buildings. There is also a floating dock with 5,000 ton 
Hepokari Pier: 90 m. long and 18 m. breadth, owned by town. Channel 
rate nside depth 7 m. There is terminal on South side for Ro-Ro 

Saunasita Quay: 60 m. long and depth 3.5 m., owned by town. Used 

by small coasters. 


FINLAND 


STEVEDORES: Available. Contact Agent. 
MEDICAL: Hospital facilities, vaccination, certificates, etc., available. 


Contact Agent. 
TANKERS: For discharging and loading liquid ammonia — Marine 
Loading arm “Luceat/Chicksan, Type RCMA" 8 in., ASA 300. 


DENSITY: No tide, density 1004. 

FRESH WATER: Water-hoses, about 20 t.p.h. 

FUEL: Fuel available, contact Agent. 

CONSULS: None. 

REPAIRS: All types of deck and engine repairs possible. 

DRY DOCKS: Uudenkaupungin Telakka Oy has a floating dock, lifting 
power 5,000 tons, draft 6.1 m., breadth 19.6 m., and length 130 m. 
GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: Normally carried out by crew. 
CERTIFICATES: All certificates according to International Convention 
for the Safety of Life at Sea, Class Certificate, etc. 

CUSTOMS ALLOWANCES: Tobacco: 200 cigarettes per each member 
of the crew. Wine and/or Spirit: 1 bottle wine or spirit per each member 
of the crew. 

CARGO GEAR: No additional requirements. 

REPATRIATION: Facilities exist for effecting crew changes and 
pl any necessary repatriations. 

AIRPORT: Distance to Turku Airport about 90 km. Airport is served by 
regular Airlines. 

TIME: GMT plus 2 hours. GMT plus 3 hours in Summer. 

HOLIDAYS: Official Holidays are: New Year's Day (January 1st); May 
ist; Midsummer Day (Saturday between June 20th and June 26th); 
Independence Day (December 6th). Usually no work on those days. 
POLICE/AMBULANCE/FIRE: Police 002 or 3002; Ambulance 3005; 
Fire 005 or 3005. 

TELEPHONES: Available. 

SHORE LEAVE: Crew members are allowed ashore. 
IDENTIFICATION CARDS: Not needed. 

AUTHORITY: Uusikaupunki Harbour Office, Satamantie 9, 23500 
Uusikaupunki. Te/: 922 — 22963/21511. Cables: Satamatoimisto. 
Contact: Harbour Master. 


VAASA: 63.06 N. 21.36 E. 


DOCUMENTS: 

3 Crew Lists. 

3 Passenger Lists. 

2 Customs Documents. 

2 Health Documents. 

5 Manifests. 

5 Bills of Lading. 
PILOTAGE: Pilot vessel not cruising in open sea. Pilot meets vessels 
at boarding ground (63° 09.8’ N., 20° 45.0’ E.). 

Pilot signals: Letter ““G” as flag, light or sound. Radio telephone call: 
Pilots watching 24 hours on VHF Channels 16 and 13. 

Pilot vessel: 30 ft. motor yacht with wheelhouse and radar. Hull red 
all over with letter “L"” painted on bow. 

Harbour Pilot available from Vaasa Pilot Station Tel. 527725. 
ANCHORAGES: To Pilot's advice. 
RESTRICTIONS: No locks. Fairway lit all the way. Depth of Channel 
9.0 m. 

No tide, but water level may be reduced by up to 30 cm. in Spring 
and early Summer, or increased by 30 cm. in Autumn. 
MAX. SIZE: Depth alongside piers up to 9.0m. At the Oil Harbour, 
max. recommended LOA is 185 m., depth 9.0 m. 
HEALTH: See “Documents” — no restrictions. Hospital and Doctor for 
any purpose available. 
RADIO: Helsinki Radio — 2803 kHz. 
RADAR/VHF: No radar service in port area. Pilot vessels at sea pilot 
stations equipped with radar. VHF radios on pilot stations, harbour tug- 
boat and Harbour Office. Channels 16, 13 and 12. 
TUGS: Harbour tug-boat and ice-breaker 1,200 h.p., 727 kW. available 
24 hours. Radio telephone/VHF — call sign OIQE. Charge according to 
size. 
BERTHING: 2 piers of 180 m. length and the Reins Quay of 240 m. 
length. Depth 5.0 m. to 9.0 m. New Coal Quay length 145.9 m., depth 
9.0 m. There are 3x5 ton cranes on the South Pier. 

The Ferry Pier, 130 m. and 145 m. length, depth alongside 5.5 m. — 
6.5 m. with berths for Ro/Ro traffic (4 Ro/Ro ramps). 
CRANES: 35 tons and mobile cranes up to 200 tons. 
STEVEDORES: ETA as usual according to C/P to Agent, etc. 
MEDICAL: If serious illness advance notice to Agent necessary. 
TANKERS: The Oil Harbour is at Vasklot. Depth alongside 9.0 m. 
Tankers discharge through three arms of 500mm. and 400mm. 
diameter. Storage capacity 500,000 cu.m. 
DENSITY: 1004-1006. No tide. 
FRESH WATER: Available, no limit. Direct from quay-side, through 
pipes, rate about 25 t.p.h. 
FUEL: All grades of bunker fuel available — direct from oil jetty or by 
lorries to berth. 
FIRE PRECAUTIONS: Dry cargo ships; no smoking in holds. Tankers: 
usual restrictions. Tankers with petrol cargo not allowed to berth at dry 


(See Plan) 


cargo piers. 

CONSULS: 
Belgium Iceland Sweden 
Denmark Netherlands United Kingdom 
France Norway 


REPAIRS: Nearest dry dock at Rauma. 
653 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engl, 


GANGWAY/DECK WATCHMEN: Not compulsory, ship's own crew can 


be used. 
OPENING/CLOSING HATCHES: Normally carried out by crew. 
CERTIFICATES: 

Safety Equipment Certificate. 

Stability Certificate. 

Load Line Certificate. 

Derrick and Hoisting Gear Test Certificate. 

Derat Certificate. 

Nationality Certificate. 

Measurement Certificate. 

Ice-class Bill. 
CUSTOMS ALLOWANCES: Tobacco: Max. 200 cigarettes per man or 
50 gm. of tobacco. Wine/Spirit: Maximum 1 bottle of each per man to 
be opened and used on board only. 
CARGO GEAR: Cargo gear test book to be in order — all gear to be 
tested within a ee otherwise risks for breaks in discharging/loading. 
REPATRIATION: Can be carried out easily. 
AIRPORT: Vaasa Airport (about 8 miles from town) served by regular 
airlines, domestic and abroad, Stockholm, U.K., Continent, etc. 
TIME: Local time GMT plus 2 hours. GMT plus 3 hours in Summer. 
HOLIDAYS: Working hours in port: 0700 — 1100 hrs., 1200 — 1600 hrs. 
Monday to Friday, Saturday: 0700 — 1100 hrs. Sunday free. Working 
days in port: Monday to Saturday. Working days ashore: Usually Monday 
to Friday. All banks closed on Saturday. Shops open all weekdays. Other 
holidays: 6th December — Independence Day — Christmas, etc., as usual. 
TELEPHONES: Can be arranged on board. 
SERVICES: Compass adjusting available. 
na saree sein Police 10022; General 

lo; 1:12. 
IDENTIFICATION CARDS: Not needed. 
GARBAGE DISPOSAL: Garbage can be disposed of into dustbins 
which are provided on every quay. Plastic bags for this purpose can be 
provided. Charges are 0.18 FIM/NRT. Minimum charge 180 FIM, 
max. 480 FIM. 
WASTE OIL DISPOSAL: Collection service available. Charges depend 
on amount of oil in water. Contact Sailio Cistern Puts Raukko & Wilitala, 
Tel: 440210. 
SEAMAN’S CLUBS: None. 
CURRENCY: Finnish Mark (FIM). U.S.$1.00 = 5.71 FIM (1.2.94) 
DELAYS: Only Winter time when Government ice-breaker is arranging, 
oe or assisting in outbound convoys of ships. 
GENERAL: Ships approaching port of Vaasa in Winter time (January- 
May) when sea area icebound, have to call any of Government ice- 
breakers operating in area or to inform Harbour Authorities of exact ETA 
— engine power, size and nationality, and whether strengthened for ice 
or not. Call signs, etc., for Government ice-breaker can be obtained from 
nearest coast radio station. 
AUTHORITY: Vaasa Harbour Office, P.O. Box 2, SF-65101 Vaasa, 
Finland. Tel: 358-61-3251111. FAX: 358-61-3254514. Contact: Captain 
Lars Holmaqvist, Port Director. 


Emergency 


VEITSILUOTO: 65.42 N. 24.37 E. (See Plan) 


DOCUMENTS: Usual documents for Finnish ports. In addition the 
Harbour Master requires a copy of the Crew List. 
PILOTAGE: Inwards compulsory for vessel in foreign trade. Boarding 
about 8 miles before Ajos. Ajos Pilot Station may be contacted on VHF 
Channel 16/13. 
ANCHORAGES: Good holding ground about 1 mile from Rautakallio 
and by Koivuhauta 2 miles from harbour entrance. 
RESTRICTIONS: No tide. Entry by day or night. Approach Channel, 
depth 7.1 m. It is recommended that vessels longer than 150 m. and 
with a minimal keel clearance avoid berthing under unfavourable 
weather conditions. 
MAX. SIZE: See “Berthing”. 
VHF: Make initial contact on Channel 16/13. 
HEALTH: See “Oulu”. 
TUGS: Available when required, charges according to net tonnage. Use 
ship's lines. 
BERTHING: Total length of Quays 574.5 m. 

Berth No. 1: Length 135.5 m. Depth 7.1 m. 

Berth Nos. 2 and 3: Total length 209 m. Depth 7.1 m. 

Berth Nos. 4 and 5: Total length 230 m. Depth 7.1 m. 

Berth No. 6: Length 120 m. Depth 7.1 m. 

Berth No. 7: Length 130 m. Depth 7.1 m. 

Max. draft at all berths 7.1 m. 
CRANES: Load/discharge by ship’s gear or mobile cranes. 
SPECIALISED CARGO HANDLING FACILITIES: 2 Ro/Ro berths, 
no special equipment. 
STEVEDORES: Ordered by Agent. 
MEDICAL: Hospital at Kemi. Masters to advise if medical attendance 
required aboard. 
FRESH WATER: Available at short notice. 
FUEL: Ordinary fuel, diesel and gas oil. Deliveries by lorries only. 
FIRE PRECAUTIONS: No special precautions. Company's fire-fighting 


corps. 

CONSULS: At Kemi. 

REPAIRS: Available at Kemi. 

GANGWAY/DECK WATCHMEN: Available, ordered by Agent. 
OPENING/CLOSING HATCHES: By crew. 

AIRPORT: At Kemi, approx. 15 km. from port. 
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POLICE/AMBULANCE/FIRE: The nearest emergency services ® 
available through the Alarm Centre of the Veitsiluoto 
telephone number 22. If you phone outside the Company, call first gy, 
(the number of the Company), and then ask for number 22. 
SERVICES: Radar repairs possible in Kemi. 

SHORE LEAVE: Crew members allowed ashore. 
IDENTIFICATION CARDS: Not required. 

REGULATIONS: Port regulations delivered to ship on arrival on requey 
DELAYS: Not normally expected. 

AUTHORITY: Port of Kemi Authority, SF-94900 Kemi, Finland. Te): & 
698-82018. Telex: 3614 Vto Sf. FAX: 358-698-82003. Contact: Mary. 
Toivonen, Harbour Master. 


NOTES 
Please also advise Shipping Guides Ltd. 


France 


GENERAL 
yoTICE TO MARINERS: No. 2005/81 


aeguiations concerning vessels laden with hydrocarbons 
(including) oll or other dangerous cargoes approaching French 


Peeulations have been promulgated by the French Authorities 

concerning vessels laden with hydrocarbons (including oil) or other 
ous cargoes in the approaches to French Mediterranean ports 

and the ports in Corse. — Aad ; : 

Any such vessel intending to enter French territorial waters (including 
Corse) from seaward, or to sail from a French port or anchorage, is 
required to signal certain details to the Prefet Maritime de la 
yediterranee at Toulon, 6 hours beforehand. Should there be any 
subsequent change in the vessel's intended movements, or in her 
material state, a further signal should be made. All such vessels are 
required, throughout their stay in French territorial waters, except when 

ng alongside in port, to maintain radio watch on Channel 16 or the 
cal frequency, if applicable. Ag 

Any such vessel which suffers significant damage at sea, or the threat 
of damage, from whatever cause, while within 50 miles of the French 
coasts, is required to signal certain details to the Prefet Maritime at 
Toulon. Subsequent developments must be reported, including the time 
of requesting assistance, the expected time of its arrival and the actual 
time of arrival. Any ship joining the damaged vessel to render assistance 
s required to signal details to the Prefet Maritime, and to render reports 
on the casualty on arrival. These signals are informative and do not 
constitute a request for rescue or assistance. 

For details of all signals required above see Admiralty List of Radio 
Signals, Vol. 6. 

Vessels exceeding 1,600 gross tons laden with hydrocarbons 
(including oil) or other dangerous cargoes must not approach the French 
coasts within 7 miles, unless instructed to do so by the French authorities 
or within the port approach channels listed below. Exceptions to this rule 
are made in the channel between Corse and Capraia, where the 
minimum distance is reduced to 5 miles, and in the Bonifacio Strait. 

Such vessels approaching, or departing from, the ports of Port-la- 
Nouvelle, Sete, I'Espiguette, Golfe de Fos, Marseille, Toulon, Ajaccio, 
Porto Vecchio, Solenzara, Lucciana and Bastia are required to use the 
charted port approach channels. When in these channels such vessels 
are priority vessels and must display Flag “B” of the International Code 
by day, and exhibit one red light, visible all round, at night. The provisions 
of Rule 9 of the /nternational Regulations for Preventing Collisions at 
Sea (1972) explicitly apply. 


NOTICE TO MARINERS: No. 2379/81. 

Regulations concerning tankers laden with hydrocarbons and 

vessels carrying dangerous cargoes navigating in the approaches 

to the N. and W. coasts of France. 
The French authorities have issued the following regulations 
concerning the above mentioned vessels. 

8) Laden vessels exceeding 1,600 tons gross must keep at least 
7 nautical miles from the French coast, unless otherwise instructed 
by a Prefet Maritime, except within:— 

The N.E.-bound lane of the Dover Strait traffic separation scheme. 

Race of Alderney. 

The access channels to the following ports: 
Dunkerque, Calais, Boulogne, Dieppe, Fecamp, Le Havre- 
Antifer, Rouen, and the ports of the lower Seine, Caen/ 
Ouistreham, Cherbourg, Granville, Val de Saire transhipment 
area, Saint-Malo, Saint-Brieuc, Roscoff, Brest, Douarnenez, 
Concarneau, Lorient, ports of the Loire, Les Sables-d’Olonne, 
La Rochelle/La Pallice, Ports of the Gironde, Bayonne. 


0) Vessels intending to enter French territorial waters (12 miles) 
or to sall from a French port or anchorage, are required to inform 
Prefet Maritime de la Manche et de la Mer du Nord (for North Sea 
coast and English Channel — East of a line joining positions 
48° 53'N., 02°20'W. and 50°02’N., 05°40’ W.) or Prefet 
Maritime de |'Atlantique (for Atlantic Coast and English Channel 
West of the above mentioned line) 6 hours beforehand, either by 
radio or through the port authority, giving the following details:— 

refix SURNAV FRANCE 

Name, nationality and call sign. 

Date and time (GMT) suffixed “Z”. 

Position. 

Course. 

Speed. 

Destination. 

Date, time (GMT) and position of entering French 
territorial waters or of getting underway. 

Date, time (GMT) and position of leaving French 
territorial waters, or of arriving at destination in French 
waters. 

RT watch being maintained. 

Draft. 

Cargo: type (as defined in MARPOL 73) and quantity. 
Whether manoeuvring ability is normal or impaired by 
defects in propulsion, steering or anchoring equipment. 
Whether operational fitness is normal or impaired by 
defects in radar, radio, safety or ballasting equipment. 

Any subsequent changes should be reported immediately. 

Constant listening watch must be maintained on Channel 16, 

or a frequency specified for this purpose by a local authority 

throughout the period the vessel is in French territorial waters, 
xcept when lying alongside in a port. 
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(c) Vessels within French territorial waters suffering from an 
Impairment of normal navigational or manoeuvring 
capability, are required to take such an action as the Prefet 
Maritime may require to ensure, the safety of navigation and to 
avoid the threat of pollution. 

(d) Vessels within 50 nautical miles of the French coast suffering 
damage or having defects, are required to report to Marine Brest 
and Marine Cherbourg any occurrence (collision, stranding, 
incident on board or external) which could result in damage to 
the vessel or cargo. 
Any vessel going to the assistance of the damaged vessel is also 
required to make a report. 
These reports are informative and do not constitute a request for 
rescue or assistance. 
Requests for assistance, if required, should be made in accordance 
with international regulations, keeping Marine Brest and Marine 
Cherbourg informed. 
The damaged and the assisting vessel are required to take such action 
as the Prefet Maritime may direct with a view to avoiding danger to 
navigation and threat of pollution, whether they are in French territorial 
waters or international waters. 
Form of ba glans report to be made by the damaged vessel:— 
Prefix URNAV AVARIES 
Name, nationality and call sign. 
Date and time (GMT) suffixed “Z”. 
Position. 
Course. 
Speed. 
Destination. 
Time (GMT) and nature of a call for assistance or 
towage. 
Name of assisting vessel, if present, or ETA (GMT). 
Name and telegraphic address of Owner, Charterer 
and any French consignee. 
Radio watch being maintained. 
Draft. 
Cargo: type (as defined in MARPOL 73) and quantity. 
Nature of damage or development of the situation. 
Any other information. 

Subsequent developments are also to be reported. 
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Form of signalled report to be made by the assisting vessel:— 
Prefix and A to | as above, but details applicable to the 
assisting vessel. 
Date, time (GMT) and position of casualty. 
Name, nationality and call sign of casualty. 
Course of casualty, or destination, if known. 
Speed of casualty, if known. 
Radio watch being maintained. 
Cargo of casualty if known. 
Damage of casualty. 
Any other information. 
Further reports on the casualty are required after arrival. 
(e) Laden vessels exceeding 1,600 tons approaching or departing 
from the following French ports:— 
Saint-Malo, Saint-Brieuc, Roscoff, Brest, Douarnenez, 
Concarneau, Lorient, ports of the Loire, Les Sables-d’Olonne, 
La Rochelle/La Pallice, ports of the Gironde, Bayonne are required 
to comply with the following regulations:— 
To use the authorised approach and entry channels and waiting 
areas. 
Inform the Port Authority on entering the approach channel. 
When in these channels and waiting areas, display Flag B of the 
International Code of Signals by day and exhibit one red light at 
night, clearly visible all round. 
Anchoring or waiting in the approach and entry channels is not 
permitted except in emergency, in which event the Port Authority 
must be informed as soon as possible. 
Vessels crossing approach or entry channels should do so as 
nearly as possible at right angles to the channel and well clear of 
vessels in the channel. 
These regulations do not in any way absolve Masters and Pilots 
from the requirement to comply with the International Regulations 
for Preventing Collisions at Sea (1972). 
For further details of signals required by the above regulations see 
Admiralty List of Radio Signals Vol. 6. 
Similar messages must be sent to Marine Toulon by vessels in the 
Mediterranean. 


Navigation in French Territorial Waters: 
Any ship as specified above must keep permanently 7 nautical miles 
off the French Coast, except: 
1. When entering a French harbour, in the specified channel leading 
to this harbour; 
2. In the N.E. lane of the Dover Straits Separation Scheme; 
3. In the Channel of Corsica between the Italian island of Capraia and 
the Corsican shore, where the limit is reduced to 5 nautical miles. 
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DISTRESS, SEARCH AND RESCUE: 
Search and Rescue operations are controlled by the following 
Centres: Re: (1) — (2) — (3) — See “Notes” below. 

1. Cross Gris-Nez (50° 52’ N., 01° 35’ E.) covers the North coast of 
France from the Belgian border to Cap d’Antifer (49° 41'N., 
00° 10’ E.). The following stations maintain a continuous watch: 

Dunkerque (51° 03’ N., 02° 21’ E.) (2) 
Gris-Nez (2) (3) 

Saint-Frieux (50° 37’ N., 01° 36’ E.) (2) 
Ailly (49° 55’ N., 00° 58’ E.) (2). 

2. Cross Jobourg (49° 41’ N., 01° 54’ W.) covers the Northwest coast 
of France from Cap d’Antifer to Mont-Saint-Michel (48° 38’ N., 
01° 31’ W.). The following stations maintain a continuous watch: 

Antifer (49° 41’ N., 00° 09’ E.) (2) 
Ver-sur-Mer (49° 20’ N., 00° 34’ W.) (2) 
Gatteville (49° 24’ N., 01° 16’ W.) (2) 
Jobourg (2) (3) 

Granville (48° 52’ N., 01° 35’ W.) (2) 
Roches-Douvres (49° 06’ N., 02° 49’ W.) (2). 

3. Cross Corsen (48° 24’ N., 04° 47’ W.) covers the Northwest coast 
of France from Mont-Saint-Michel to Pointe du Raz (48° 02’ N., 
04° 44’ W.). The following stations maintain a continuous watch: 

Cap Frehel (48° 41’ N., 02° 19’ W.) (2) 
lle de Batz (48° 54’ N., 04° 02’ W.) (2) 
Le Stiff (48° 28’ N., 05° 03’ W.) (2) 
Corsen (2) (3) 

lle de Sein (48° 03’ N., 04° 52’ W.) (2). 

4. Cross Etel (47° 40’ N., 03° 12’ W.) covers the West coast of France 
from Pointe du Raz to the Spanish border. The following stations 
maintain a continous watch: 

Penmarch (47° 48’ N., 04° 22’ W.) (2) 

Etel (2) 

Belle Ile (47° 19’ N., 03° 14’ W.) (2) 

Kerrouault (47° 30’ N., 02° 21’ W.) (2) 

Armandeche (46° 29’ N., 01° 48’ W.) (2) 

lle d’Yeu (46° 43’ N., 02° 23’ W.) (2) 
S Chassiron (46° 03’ N., 01° 25’ W.) (2) (see also Sous-Cross- 

oulac). 
The coast Radio Station Le Conquet watches 2182 kHz J3E for 
Etel. This Cross is associated with the Cospas/Sarsat Mission 
Control Centre at Toulouse. It also receives distress messages sent 
through Immarsat-A/C. 

5. Sous-Cross Soulac (45° 31’ N., 01°07’ W.), operating under the 
authority of Cross Etel, covers the Southwest coast of France from 
Lat. 46° 20'N. to the Spanish border. The following stations 
maintain a continuous watch from June 15th to September 15th (out 
of this period they are remotely controlled by Cross Etel): 

Soulac (2) 

Cap Ferret (44° 39’ N., 01° 15’ W.) (2) 
Contis (44° 06’ N., 01° 19’ W.) (2) 
Biarritz (43° 30’ N., 01° 33’ W.). 

6. Sous Cross Agde (43° 18’ N., 03°30’ E.), operating under the 
authority of Cross La Garde, covers the Mediterranean coast of 
France from the Spanish border to Long. 04° 20' E. The following 
stations maintain a continuous watch from the end of June to the 
beginning of September (out of this period they are remotely 
controlled by Cross La Garde): 

Pic Neoulos (42° 29’ N., 02° 56’ E.) (2) 

Agde (2). 
The Coast Radio Station Marseille watches 2182 kHz J3E for Sous- 
Cross Agde. 

7. Cross La Garde (43° 06’ N., 05° 59’ E.) covers the Mediterranean 
coast of France from the Spanish border to the Italian border. The 
following stations maintain a continuous watch: 

Planier (43° 12’ N., 05° 14’ E.) 

La Garde (2) (3) 

Mont Coudon (43° 09’ N., 06° 00’ E.) (2) 

Pic de |'Ours (43° 28’ N., 06° 54’ E.) (2) (see also Sous-Cross 
Agde and Sous-Cross Corse). This Cross is associated with the 
Cospas/Sarsat Mission Control Centre at Toulouse. 

8. Sous-Cross Corse (41° 55’N., 08° 46’ E.), operating under the 
authority of Cross La Garde, covers the coast of Corse. The 
following stations maintain a continous watch: 

La Punta (47° 57’ N., 08° 42’ E.) (2) 

Serra di Pigno (42° 41' N., 09° 24’ E.) (2) 

Antisanti (42° 10’ N., 09° 20’ E.) (2) 

Aspretto (41° 55’ N., 08° 46’ E.) (2) (3). 
Notes: 
(1) Cross: Centre Regional Operationnel de Surveillance et de 

Sauvetage (MRCC). 
Sous-Cross: Sub Cross (MRSC). 
(2) Watch on VHF Channel 16. 
(3) Watch on 2182 kHz J3E. 
VISAS: Foreign visitors (except EEC nationals and Swiss nationals) are 
required to be in possession of visas before arrival in France. 
mpanies sending foreign crewmen to join vessels in French ports 

should arrange visas through French Consulates. 
GARBAG ASTE OIL DISPOSAL: The MARPOL Convention rules 
apply to all reception facilities. Advance notice to the reception facilities 
is not mandatory, but is highly recommended. eeraee. depend on the 
quantity and quality of substances to be delivered. Further information 
on reception facilities should be requested if required from the relevant 
port authorities. Should any deficiencies/ inadequacies be observed in 
the system they should be reported to Direction des Ports et de la 
Navigation Maritimes, 3 Place de Fontenoy, 75700 Paris. 
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AJACCIO, Corsica: 41.55 N. 08.44 E. (See Ply 


DOCUMENTS: 
Cargo Vessels: 

1 Stores List. 

1 Personal Effects List. 

1 Crew List. 

1 Passenger List. 

2 Manifests. 

Safety Certificates. 

Ship’s Register. 
Passenger Vessels: 

1 Stores List. 

1 Personal Effects List. 

3 Crew Lists. 

3 Passenger Lists. 

Ship's Register. 

2 Manifests. 

Safety Certificates. 
PILOTAGE: No advance notice required for regular ships. Vessels » 
Pilot with 3 blasts on ship's siren. Pilot boat flies usual Pilot flag, Py 
joins approaching vessel at a line Isolella/Chapelle des Grecs. Availay 
24 hours a day. Pilot boat has VHF Channel 6. 
ANCHORAGES: Several safe anchorages in harbour which can» 
indicated by Pilot. 
MAX. SIZE: Length 200 m., draft 8.5 m. At anchor, no limit. 
HEALTH: Health Officer boards on arrival. Pratique automatic unis 
suspected contagious disease on board, when it is necessary to noe 
Agent or Health authorities in advance by cable. 
RADIO: ETA cables, etc., via Grasse Radio, Marseilles Radio or Ajaoy 
Radio. VHF Channel 24. 
VHF: Port Captain on Channel 6. Call Sign “Ajaccio Port’. 
TUGS: None available. 
BERTHING: Regular vessels have priority at all berths. 6 Ro/Ro ben 
CRANES: Up to 20 tons. 
STEVEDORES: Advice should be sent 24 hours prior to arrival. Frew 
vessels have priority of labour. 
MEDICAL: Advance notice required Tel: 95.51.40.40. All hosps 
facilities available. Except in the case of an epidemic in any coun 
from which the vessel has sailed, no inoculations or vaccinations » 
necessary. 
TANKERS: Max. draft 6 m., length 110 m. Preferably with bow th 
unit. Gas tankers also preferable with bow thrust unit. 
FRESH WATER: Available at all berths, except Gas Berth. 
FUEL: Ordinary grades only, 48 hours notice required. Delivered») 
tanker trucks to quay side. 
CONSULS: Sweden and Austria. 
REPAIRS: Minor repairs can be carried out. 
GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: Normally carried out by crew. 
CERTIFICATES: Ship's Register and Safety Certificates. 
CUSTOMS ALLOWANCES: Tobacco, 250 gm. or 200 cigarettes » 
member of crew. Wine, 2 litres. Spirits, 1 litre. 
SURVEYORS: None. 
DRY DOCKS: None. 
REPATRIATION: Can be arranged by ship's Agents. 
AIRPORT: 8 km. from port. Served by daily flights (4 flights to Niced 
C.C.M., 4 flights to Marseille by C.C.M. and 2 flights to Paris by* 
France). 
TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer. 
HOLIDAYS: 1st January; Easter Monday; Whit Monday; 1st M@ 
8th May; 14th July; 15th August; 1st November; 11th Novembe 
25th December. Carga work can be arranged on all dates exce 
ist November. ! 
POLICE/AMBULANCE/FIRE: Police 17; Ambulance 95.21.505 
(SAMU); Fire 18. 
EMERGENCY CO-ORDINATION CENTRE: Crosscorse Ajaccio. 
95.20.13.63. Telex: 460187. 

Affaires Maritimes, Tel: 95.50.90.00. Telex: Afmar Ajacc 460690 
TELEPHONES: Can be placed on board warships only. 
BANKS: Banque de France, Tel: 95.21.00.05. Telex: Banfra Ae 
460083; Banque Worms, Tel: 95.21.00.13. Telex: BWOR 460% 
Banque Nationale de Paris, Tel: 95.21.54.90. Telex: 460894 BNP; Cre? 
Agricole, Tel: 95.29.34.11. Telex: 460808 Creagri; Credit Lyonnais, Ts 
95.23.37.42 and 95.21.51.26. Telex: 460824 Credion Ajacc; Soot 
Generale, Tel: 95.21.41.30. Telex: 460757 Sogener Ajacc. 
STORING: Stores and bunkers by truck only. Trucks may go alongs? 
except at gas berth and tanker berth. Fork lift trucks available. Doc 
available to assist. 
IDENTIFICATION CARDS: Required. 
GARBAGE DISPOSAL: Garbage disposal service available thoy 
ship's Agent, 24 hours notice required. Charges: Container alongs? 
(65 F. per container). 
WASTE OIL DISPOSAL: Collection service available through 
oon 24 hours notice required. Tanker trucks come alongside. 
SEAMAN’S CLUBS: None. 
CURRENCY: French Franc (F.F.). 
GENERAL: Galley waste, etc., must not be discharged inside the 
but put into plastic bags and sealed before putting into special containé 
at berth. 
AUTHORITY: Direction Departementale de I'Equipement de |a 
du Sud, Terre-Plein de la Gare, B.P. 408, 20302 Ajaccio Cedex, Free 
Tel: 95.29.09.09. Telex: 460943. FAX: 95.29.09.94. 

Service Maritime et des Phares & Balises, 15 bis Boulevard Samp®* 
20000 Ajaccio, France. Tel: 95.29.08.86. FAX: 95.29.09.58. 

Chambre de Commerce et d'Industrie d’Ajaccio et de la Cor! 
Sud, Hotel Consulaire, Boulevard du Roi Jerome, B.P. 253, 2” 
Ajaccio Cedex, France. Tel: 95.21.34.65. Telex: 460084 Che® 
Ajaccio. FAX: 95.21.23.89. 


ANTIBES: 43.35 N. 07.08 E. 


MENTS: 
4) For Harbour Master: 


(See Plan) 


Papers. 

eon of Exit and Entry. 

Crew List. 

Passenger List. 
») For Customs: 

Health Declaration. 

provision List. : 
pILOTAGE: Not obligatory for yachts. Port cannot receive pleasure 
poats longer than 40 m. Ensure pilotage authorities advised of ETA. 
VHF Channel 9 day and night. 3 ; 
ANCHORAGE: In winds of N.E. to S.E. anchorage in front of Antibes 
not advised. Recommended anchor in Bay de Golfe-Juan, in shelter of 
Can d'Antibes, in direction of Juan-les-Pins. In winds from N.W. to S.W., 

nd anchorages on East face of Cap d’Antibes, Bay of Garoupe, Bay 
of La Salis, Bay of llette. 
RESTRICTIONS: None. . 
MAX. SIZE: For yachts length 50 m., width 6 m., draft 3.5 m. 
VHF: Port Captain on VHF Channel 9 throughout 24 hours. 


: None. 
FUEL: For pleasure boats only. 
CONSULS: None. 
REPAIRS: For pleasure boats only. 2 travelifts for boats of max. weight 
45 tonnes and 120 tonnes. 
REPATRIATION: Must be arranged through Consulates at Nice or 
Marseilles. 
AIRPORT: Nice, Cote d'Azur. 15 km. 
TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer. 
POLICE/AMBULANCE/FIRE: Tel. Police 93.33.58.58 and 17; 
Ambulance 18; Fire 18. 
SERVICES: Water and electricity on each pier. 
AUTHORITY: Capitainerie du Port d’Antibes, Port Vauban, S.A.E.M. de 
Gestion, Port Vauban, 06600 Antibes. Tel: 93.34.74.00. Telex: 970480 F. 
Contact: J. Pluym, Le Commandant du Port. 


BASTIA, Corsica: 42.41 N. 09.27 E. 


DOCUMENTS: See “Ajaccio”. 

PILOTAGE: Address, Hangar No. 1, Nouveau Port, Bastia. Tel: 
95.31.50.95 and 95.31.07.15. VHF Channel 16. Pilot boats, 12 m. long, 
black and white with navigation and pilotage lights. Previous advice to 
Pilots necessary before arrival. Pilot boards in bay of Porto Vecchio, 
North of the citadel. Vessels should call “Bastia Port” or Bastia “Bastia 
Pilot” one hour before arrival in the anchorage area. 

ANCHORAGE: Anchoring not recommended in Easterly winds. Depth 
15m. to 30 m. in Porto Vecchio Bay. Bastia harbour: up to 4.50 m. deep. 
RESTRICTIONS: Ships may enter harbour any time, weather permitting. 
kbedd difficult to enter if a West wind (Libecciu) of over 25 knots is 


(See Plan) 


ing. 
MAX. Size: Max. length: 160 m.; draft 7 m. 
TUGS: None available. 
BERTHING: Ships berth in order of arrival. 

Accommodation available for 8 vessels: 

3 berths with length 100 m. to 120 m., max. draft 6.50 m. (cement, 
wine, liquefied gas). 

1 berth, length 160 m., max. draft 7.50 m. (Ro/Ro cargo). 

2 berths, length 150 m. to 160 m., max. draft 6.50 m. (car-ferries). 

2 berths, length 120 m., max. draft 6.00 m. (car-ferries). 

Mooring carried out by watermen. Same address as Pilots. 
CRANES: One mobile crane with max. lifting capacity 7.5 tons. 
MEDICAL: Medical controls made by Customs officer. Doctor available. 
FRESH WATER: Supplied ashore. 
FUEL: Not available. 
FIRE PRECAUTIONS: General rules. One wharf reserved for tankers. 
CONSULS: Nearest at Ajaccio. 
oeNGWAY/DECK WATCHMEN: Night watchman supplied by Agent. 
CURNING/CLOSING HATCHES: Carried out by stevedores. 
‘ STOMS ALLOWANCES: None on entry, 10 packets cigarettes when 
pit . Wine/spirits unlimited when leaving. 
pau RIATION: No facilities exist. 

or: Bastia 20 km. from ports. Departures every day to continent. 
ote GMT plus 1 hour in Winter. GMT plus 2 hours in Summer. 
TELESRAMBULANCE/FIRE: Police, 17; Ambulance, 15; Firemen, 18. 
SH CERHONES: As a rule telephone is put only on naval ships. 
DE RE LEAVE: Crew may go ashore. 
CARNICATION CARDS: Reauired. 
Tel ESP OSAL: Service available. Contact: Corse Hygiene, 
cee OIL DISPOSAL: No facilities available. 

An's CLUBS: None. 

ORITY: Direction Departementale de I'Equipment de la Haute- 
ey B.P. 214, 20200 Bastia, France. Tel: 95.31.99.66. 
de No 0080 F. Contact: M. Gavini, Port Captain, Hanger No. 1, Rue 

Uveau Port, Bastia. Tel: 95.31.07.15 and 95.31.61.50. 


FRANCE 
BAYONNE: 43.30 N. 01.28 W. (See Plan) 
DOCUMENTS: 

3 Crew Lists. 


3 Passenger Lists. 

3 Lists of Provisions on Board. 

3 Individual Lists of Tobacco and Spirits. 

3 Manifests of Cargo. 

1 Set Bills of Lading. 
PILOTAGE: Station extends 3 miles between the parallel of Ondres to 
the North and the limit of French territorial waters to the South. When 
weather permits, the pilot boat comes out of l'Adour and comes 
alongside ships near the light buoy situated W.N.W. of the port entrance. 
Contact Pilot at least 12 hours before arrival relaying through Bordeaux 
Arcachon Radio and stay on radio watch in the pilot zone. VHF 
Channel 12. 
ANCHORAGE: Ships must not anchor in the river. 
RESTRICTIONS: In bad weather ships are led to take the Pilot at the 
pilot boat which is based on St. Jean-de-Luz and are led either towards 
l'Adour or to the anchorage of St. Jean-de-Luz. 

When alongside, even in fine weather, a swell may be experienced 
causing lines to part. 
MAX. SIZE: The Adour is accessible to ships of 160 m. length (15,000 
— 20,000 tonnes). Depth at the mouth varies with the seasons and are 
maintained by dredging. They are never less than 7 m. during Summer 
but during Winter can be reduced following Westerly storms. The height 
of the tide has to be added to these depths but the draft can never 
exceed 8.0 m. 
HEALTH: A Declaration of Health Form is lodged by the Customs 
Service on arrival; it must be completed by the Master. In case of a 
suspect illness, advise Agent 24 hours in advance. 
RADIO: Bordeaux — Arcachon Radio. The signal tower on the South 
side of the mouth, and the Harbour Master's Office, in the tower, has a 
VHF radio station, Channel 12. 
TUGS: 1 tug available, 1,250 h.p., 10 tons bollard pull. Request for tug 
through the Agent. Tug waits at the entrance to the Adour. 
BERTHING: When working berth is occupied, vessel is directed to a 
waiting berth. Large ships or those carrying dangerous cargo can be 
requested to wait outside the entrance. 


Max. Length Recommended 

Berth Vessel Draft 
Socadour 150 m. 29.5 ft. 
Cement Wharf 160 m. 24 ft. 
Satec Wharf 160 m. 24 ft. 
Grain Silo 130 m. 23 ft. 
SNPA Sulphur Quay 150 m. 25 ft. 
Other berths 120 m 22 ft. 


BULK HANDLING FACILITIES: Silos with capacity 60,000 tonnes 
(maize). Rate 450 t.p.h. 

3 silos, total capacity 10,000 tonnes at Armand Gommes Quay. 

Phosphate handied at Boucau Quay with 3 cranes of 10 tonnes 
capacity, feeding conveyor belts with capacity 350 t.p.h. — 400 t.p.h. 
CRANES: Edmond Foy Quay: 3x3 ton and 2x6 ton cranes. 

Pierre Le Roy Quay: 4x3 — 4 tonne cranes. 

Boucau Quay (Socadour): 2x10 tonne cranes. 

Marcel Forgues Quay: 1x10 tonne and 18 tonne crane. 

Jean Letellier Quay (private): 110 tonne crane. 

Armand Gommes Quay: 2x3 — 4 tonne cranes. 
STEVEDORES: Arrival must be notified to Agent 24 hours in advance. 
MEDICAL: Medical attendance can be organised by the Agent without 
advance notice, Hospital and private clinic available. However, if medical 
attendance required as soon as the ship arrives, particularly at night, it 
? advisable to send a radio message 12-15 hours before the arrival of 
the ship. 
TANKERS: No installation to receive residues. Two berths for pekagsrn 
of refined products. Refinery de Midi: Max. length 120 m., max. dra’ 
6 m. Saint Gobain, length 150 m. max. draft. 24 ft. 
FRESH WATER: Available at each berth, minimum supply 3 cu.m. 
FUEL: Available by arrangements in advance through Agent or 


suppliers. 

CONSULS: 
Belgium Norway Sweden 
Brazil Peru United Kingdom 
Chile Portugal Uruguay 
Finland Spain 


REPAIRS: Running repairs to hull, machinery, radio and radar can be 


effected. 

SURVEYORS: Bureau Veritas. Tel: 59.25.20.44. 

DRY DOCK: Usable length 98 m. Length on stocks 94.1 m. Width of 
entry 15 m. Depth above sill, neap tides 4.5 m., spring tides 6 m. 
GANGWAY/DECK WATCHMEN: Not obligatory except for ships with 
thay merchandise on board. 

OPENING/CLOSING HATCHES: Generally carried out by the crew. 
CUSTOMS ALLOWANCES: 200 abl ig or 250 grammes of tobacco 
for each crew member and for 8 days (must without fail be declared in 
the individual list of provisions). 1 bottle of wine or spirits (must without 
fail be declared in the individual list of provisions). 

REPATRIATION: Possible for all countries as well as crew changes. 
AIRPORT: At Biarritz: 7 km. away. Regular service with Paris. 
Two services per week to and from London. 

TIME: European Standard Time: GMT plus 1 hour and GMT plus 2 hours 
from 2nd April to 1st October. 

HOLIDAYS: 1st January; Easter Sunday/Monday; 1st May; Ascension 
Day; Whit Sunday/Monday; 14th July; 15th August; 1st November; 
25th December. 

POLICE/AMBULANCE/FIRE: Police, telephone 17 or 59.55.84.09., 
Anglet: 17 or 59.03.76.10 Boucau: 17 or 59.55.29.53. St. Leon Hospital: 
59.63.50.50. Fire Station: 18 or 59.59.21.84. 

TELEPHONES: Telephones on board not possible. 

SHORE LEAVE: Crew are authorised to go ashore. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engi 


IDENTIFICATION CARDS: Not necessary — Seaman's Identity Card 
sufficient. 
AUTHORITY: Direction Departementale de l'Equipement Alles 
Maritimes, 64109 Bayonne. Tel: 59.63.08.40. Contact: A. Lage, 
L'Ingenieur Des T.P.E. 

Capitainerie du Port, 128 Av. de L’Adour, Anglet. Te/: 59.63.11.57. 
Telex: Porbayo 55 04 57. 


BORDEAUX (inc. Verdon, Bassens, Ambes, Pauillac, 
Blaye): 44.50 N. 00.34 W. (See Plan) 


DOCUMENTS: 

Tonnage Certificate. 

2 copies Provisions List. 

2 copies Personal Effects List. 

2 copies Crew List. 

Customs Clearance. 

Crew Manifests. 

Check List. 

APPROACHES: 
Report: 1986 (Updated 1994). 

primary concern in approaching or leaving the berths is the difficulty 
of the channel between Le Verdon and Ambes, especially for inbound/ 
outbound tankers at the maximum draft. 

When loading full cargo at Bordeaux/Ambes, Masters have to pay 

careful attention to the maximum permissible draft alongside at LW and 
to the maximum draft (fresh water) allowed for transitting channel 
outbound, owing to the many shelves especially around the Buoys 20 
and 28. 
Port Approaches: There is no special navigation difficulty for 
approaching ‘BXA’ Light buoy, though there is no noticeable landmark 
by daytime, but the ‘BXA’ Racon is efficient and the buoys of the entrance 
channel Passe de |’Ouest are detected early on the radar. The soundings 
may also give useful information. 

Anchoring outside is not recommended during bad weather owing to 
the heavy swell. Ships have to use the tide to transit the River Channel 
which takes about 4 hours. They need about 2 hours for taking the Pilot 
and proceed to the Le Verdon Roads where they enter the river. 

Best arrival time at ‘BXA’ Light buoy is between 4 to 6 hours before 
the HW of Pointe de Grave; this will avoid anchoring, leaving sufficient 
time for Master/Pilot exchange on the soundings in the channels which 
are the major problem during the transit for deep drafted tankers, 
especially in the river. Movements are carried out on a round the clock 
basis. 

Heights of water are given on VHF Channel 17, every 5 minutes, for 
many places in the river corresponding to the main shoal areas (given 
in metres in the French language). 

A monthly wenbhiecae ray maximum draft for vessels proceeding to 
and org from Ambes A.P. and E.D.F. is issued and always calculated 
based on fresh water. This sheet is given to the Agent and may be given 
to the Master when the Pilot boards. 

The Under Keel Clearance considered in this draft calculation is mainly 
subject to local atmospheric and hydrological conditions but never less 
than 0.80 m. for the river transit. Meanwhile, in the River Channel, 
siltation and moving soft mud patches may reduce the deep draft 
passage width between the buoys. The Pilot must know these latest 
limitations as the Port Authority cannot give a complete safe sounding 
statement to Masters. 

PILOTAGE: To embark and disembark at sea from ships entering or 
leaving the Gironde Estuary, Pilots use either a 17 m. fast launch or a 
twin-turbine helicopter Ecureuil AS355F1. 

With the helicopter, winching is the normal procedure to transfer Pilots. 

The service at sea extends from 1 hour before to 5 hours after 
Cordouan LW. 

Pi For container ships, special arrangements can be made through the 
gent. 

When weather conditions do not permit service to ships at sea, the 
Pilot boards as soon as possible, after the ship has crossed the. bar. In 
that case and after Master's agreement, a Pilot gives navigation 
assistance from Verdon shore-based radar station, until Pilot's boarding 
point or for outward ships, from Pilot's disembarking point to sea. 

Vessels should announce their arrival at ‘BXA’ Fairway Buoy at least 
24 hours in advance to the Commandant du Port de Bordeaux through 
Coast Station “Bordeaux-Arcachon Radio”. Masters must confirm to the 
Harbour Master's Office, Channel 12 and the pilot station at least 12 
hours before arrival their ETA, ship's draft and speed, and give their 
agreement for an eventual helicopter operation. Three hours before 
arrival at ‘BXA’', Masters may contact Gironde Pilot Station on 
Channel 14, but must contact “Radar Verdon” on Channel 12 and 
communicate on Channel 14 or 12. Ships can also call Verdon Pilot 
Station by Telephone No. 56.09.63.85 or by Telex PILVDON550167F. 

Ships leaving ports located between Santander and Lorient, must 

send the above mentioned message on departure. In case of any change 
of more than 3 hours of the initial ETA, Masters must send a correcting 
message. 
Helicopter Service: The helicopter is red and white, and “PILOTE BX” 
is painted in black. The VHF call sign is “PAPA GOLF” or “Gironde Pilot 
Helicopter”. During the flight, VHF contact between the ship and 
helicopter must be maintained on Channels 6 or 12. 

The Pilot is boarding in the vicinity of ‘BXA’ Fairway Buoy and winching 
is the normal procedure. Depending on weather conditions, the Master 
may be requested to alter the course or speed of the ship for safe 
boarding of the Pilot. 
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The helicopter is working in accordance with International r ulate 
and particularly with the rules of the International Chamber of Shine 
Masters are asked to watch very carefully the following points: 

— check that there are no horizontal aerials or wires above 5 

helicopter's manoeuvring zone 

— check that no loose object, in the proximity of the manoeuvring 

could be swept up by the effects of the wind created by the rotor diag 

— at night, the manoeuvring zone must be well illuminated but in gy 

a way that the helicopter Pilot is not dazzled 

— if necessary, provide for washing the area to avoid dust being bi, 

around by the effects of the rotor. 

No extra charge for the Pilot boarding by helicopter. 

Pilot Launch Service: When operating with a fast launch, the Pilot boss 

between ‘BXA' Fairway Buoy and the entrance to Grande Passe, 

Quest. Masters are requested to maintain a speed of about 5 

The pilot ladder should be rigged well amidships and the bottom ofs, 

ladder should be 1.50 m. above the water level. No line or rope gy 

be attached to the bottom of the pilot ladder. 

The pilot launch keeps watch on VHF Channel 14. 

Vessels less than 70. m. long, for which photege: from the sea, 
Verdon is not compulsory, may embark River Pilot at Le Vem 
peice Aa have advised the pilot station accordingly. 
ANCHORAGE: The normal waiting anchorage area is the 
of Le Verdon, depth 10 m. to 12 m. and sand silt bottom. Tankers fy 
a good anchoring area in the Saintonge Roadstead with a depth of 5» 
to 20 m. (sand silt bottom). 

RESTRICTIONS: The great entrance to the Gironde estuary (Wesix 

entrance) is dredged to a depth of 13.50 m. under the zero of Frery 

sea charts. 

MAX. SIZE: Verdon: Vessels up to 12.5 m. draft, 290 m. length. 
Bec d’Ambes: Tankers up to 32 ft. 6 in. draft, 210 m. length. 
Pauillac: Tankers up to 34 ft. draft, 240 m. length. 

Bassens: Vessels up to 9.40 m. — 11.00 m. draft, 250 m. length, 

Blaye: Vessels up to 30 ft. draft. 

HEALTH: Vessel should ask for Free Pratique by radio at least 12 hoy 

before arriving at port. Message should be addressed to Sanipor. 

Bordeaux routed via Bordeaux/Arcachon Radio. Otherwise, Pratigy 

given by Customs Officers who board on arrival. If any case of suspec: 

disease on board or any reason why vessel should not receive Fix 

Pratique, Master should radio Agent before arrival, advising full detak 

Health Control: Hospital Saint Andre, 1me Jean Burguet, Bordeaux 1s 

56.50.64.52. 

RADIO: Arcachon Bordeaux Port Radio: Radiotelephony 1,862 Ke 

Radiotelegraphy 421 kHz. 

Port Authority a VHF: Calling band 156.8 MHz Channel 16. Traf 
band 156.6 MHz Channel 12 (port). Traffic and 156.7 MHz Channel \i 
(radar). 

Pilots: Telegraphy: Watch on 500 kHz at the prescribed how 
Telephony: continuous watch on 2,182 kHz. VHF: Continuous watchs 
Channel 14. 

Every vessel fitted with HF radio equipment shall keep a consia’ 
watch and be in contact with “Arcachon-Bordeaux-Port-Radio” Stair 
when navigating in the area between the landing buoy and her bet 
or at least watch at the sending times of this station, when moored at 
awaiting orders. 

Every vessel fitted with VHF radio equipment, shall also ke 
permanent watch and maintain contact with the Port Operations State 
on 156.6 MHz (Channel 12) when navigating in the zones indicalét 
below, or when moored and awaiting orders. 

Le Verdon zone: Call ‘“Radar-Verdon”. 

Bordeaux zone: Call “Port-Bordeaux”. 

RADAR/VHF: Port radar is in operation in the Gironde estuary a 

approaches. Vessels must contact this station for navigation informaty 

by calling Verdon Port Radio on VHF Channel 12. 

TUGS: Tug assistance is available as advised by the Pilot. Tugs # 

join vessels at the following places: In Verdon Roads for vessels moot 

at Verdon. In Pauillac Roads for vessels mooring at Pauillac. At Buy 

BA1 for vessels mooring at Ambes. 

As a rule ship's tow-lines are used; when a tug line is required thet 
will be an additional phere: 

BERTHING: Le Verdon Deep Water Terminal: 2 containership bers 

length 600 m., depth alongside 12.5 m. at LW; slip for quarter ramp F 

Ro handling. Operations carried out 24 hours a day 7 days a wee 

100 power points for reefer containers. 3 container gantry crate 

(1x32 ton and 2x40 tons capacity below spreader). One is m 

purpose and can work with a 30 ton grab for bulk unloading. 

Riverside Quays: 18 berths, depth alongside 5.0 m. — 8.5 m. at Li 

Now available only for cruise ships and naval vessels. 

Enclosed Docks: 2 basins joined by a lock 25 m. wide. Entrance effec# 

by locks. Large lock 146 m. long 22 m. wide. Depth of water in the bas® 

is maintained at 5.0 m. These are now used only for repairs and yacht" 

Queyries: 250 m. long, depths offered are 7m. alongside. 2x6" 

cranes. 

Bassens-Amont: 850 m. long, depth alongside at LW up to 9.0m 

11.0 m (5 berths). The quay caters for general trade. Equipped we 

2 Wellman cranes of 6 tons, 2 Mague cranes 8/10.5 tons, 2 May 

cranes 8/12 tons, 2 Caillard cranes 15/24 tons. 

The heavy bulk storage zone has a capacity of 128,000 cu.m. ** 
served by two railway sidings with road/rail weighbridges for re-dispe= 

Two of the berths at Bassens-Amont are equipped to cater ® 
molasses which can be stored in 3 reservoirs. 

Bassens-Amont is also the centre of the ports phosphate traffic, bout 
for neighbouring industries and stocked in a silo depot, which is in® 
to the quay by a conveyor belt network. 

During the last quarter of 1982, the bulk trades received at Basse® 
Amont ceded their place to general cargo. In the context of 
redevelopment, which enables better throughput rates and 
flexibility, a 6,000 sq.m. shed has been built. 

Letigo: The grain silos behind the quays are linked by an over 

continuous conveyor to a quayside gantry loader (throug 

1,200 t.p.h.) at Berth No. 417. 


.Aval: 10 berths, total length 1,474 m. Depth alongside 11.0 m. 

| LW. 2Mague cranes 8/10.5 tons, 2 Mague cranes 8/12 tons, 

é rd cranes 15/24 tons, 5 Cereti cranes 15/25 tons, 1 Duro crane 
or tons, 1 Mague crane 15/25/28 tons. i 

4 bulk terminal is available with discharge capacity 2,000 t.p.h. 

Mex. size: 120,000 d.w.t. and 250 m. LOA. 
; there are facilities for heavy bulk goods, Ro-Ro; coal; forest 
terminal; grain conveyors of 150 t.p.h., 400 t.p.h., 600 t.p.h. and 


nh. 

a4 Liquid Berth: Berth No.436 is a dedicated bulk liquid berth and 
caters for tankers carrying butadiene, methanol, phosphoric acid, 
turpentine and vegetable oil. 

“The environment of the berth meets the safety requirements for each 
of these commodities and a security company carries out surveillance 
and ensures safety and security. 

» Main commodities at Blaye: Grain, liquid bulk and dry bulk. 

Total quay length 390 m. 5 

Dimensions of the largest vessel capable of being accommodated 
tidal coefficient 45 at low water): 

Deadweight tonnage: 15,000 tons (with a half load). 

Overall length: 190 m. 

Draft: 9.0 m. 
Cranage: 1 Wellman crane of 2.5/6 tons (grab or hook, outreach 18 m.). 
Dedicated handling gear: 

Public Wharf (Berth 601): Liquid bulk unloader. Continuous dry bulk 
pader with conveyor belt network. 

Grain Wharf (Berth 602): Bulk grain loading gantry and a conveyor to 
the SEMABLA silo, (throughput 12,000 tons per day). 2 suction 
ynloaders (throughput 150 t.p.h.) for barges. 1 bagging and shore-to- 
ship bag loading unit (throughput 2,400 tons per day). 

Weighbridges: 1 x road/rail and 1 x road. 


Storage: 

Sheds: 80,000 tons 

Silos: 40,000 tons 

Tanks: 13,000 cu.m. 

The port has been deepened to provide access for vessels of 
20,000 d.w.t. — 25,000 d.w.t. 

Pauillac: Public berth for vessels drawing up to 10.35 m. 
Left Bank Quays: 3 quays (No. 121, 122 and 123), have been developed 
fo accommodate cruise liners. Max. LOA 210 m., max. draft 8.50 m. 

Espace Maritime” at Shed No. 5 have been developed with all 
amenities for cruise liners. 

Also see “General”. 

MEDICAL: All facilities available. Malaria and cholera vaccinations can 
be performed at the Military Hospital or at the Port Vaccination Centre 
(Shed 14). 

TANKERS: Pauillac: Oil installation operated by Shell, 33 ft. alongside. 
Ambes: Terminal for tankers up to 210m. length, 32 ft. 6 in. draft. 
Operated by Societe DPA and Esso. Also see “Shipmaster’s Report” — 
dated June 1981. 

There is a new private wharf at Ambes, catering for liquified gas 
tankers. Length, 125m. Maximum ship's length 145m. Max. draft 
7.70 m. 

Unloading by articulated arm which connects to ship's manifold. This 
manifold should be as close to the central perpendicular as possible. 

Standard security measures for handling propane and butane. This 
verth belongs to Cobogal and has been allotted Berth No. 515. 

Berth 501: Hydro Azote are currently building a plant for processing 
amonitrates. A jetty (Berth 501) is available in front of the plant, catering 
or tankers bringing supplies of liquid ammonia. Max. LOA 240 m. and 
max. draft 10.0 m. 

Bassens: See “Report” dated March 1981. 


DENSITY: Verdon 1023 to 1015. Pauillac 1026 to 1000. Ambes 
approximately 1000. Bordeaux approximately 1000. 


| FUEL: Vessels wishing to bunker during their call at Bordeaux- 
| le Verdon, shall make known their needs of quantity and quality to their 
Agents or consignees before arrival in port. Requests must be 
lorwarded, 48 hours in advance (at least), to one of the bunkering Agents 
of the following companies: 

Shell — Bassens. Tel: 56.06.29.20. 

Esso — Worms. Tel: 56.31.69.85. 

ELF/SIMA. Tel: 56.90.49.00. 

B.P. Floirac. Tel: 56.32.97.01. 

Total C.F.R. Tel: 56.06.40.62. 
P A very large proportion of the bunkering fuels comes from the Shell 
finery at Pauillac. These fuel-oils are mainly intermediate oils made 
YY Viscosity mixing between 80 and 460 centistocks (at 50°). Orders 
Tust therefore be for a quantity of at least 400 tons. 
_The quality control of mixtures is carried out by the Shell refinery 
Sboratory, whose opening hours are: Monday: from 0400 to 1630 hrs. 
Proved Wednesday, ursday, Friday & Saturday: from 0400 to 


REPAIRS: ARMI, Face au 81 Rue Des Etrangers, 33300 Bordeaux. 

8: 56.50.35.73. 

_ Aleliers et Chantiers Auroux, 7 boulevard Chanzy, Arcachon. 

&: $6.83.32.62. 

raarice de Travaux et d'Etudes Maritimes et industrielles, 110 Rue 
ard, BP 115, 33028 Bordeaux Cedex. Tel: 56.50.40.35. 
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DOCKS: There are 2dry docks and 5 small covered docks. 


rans os od largest graving dock are 247 m. length 34 m. width 


<USTOMS ALLOWANCES: 200 cigarettes and 1 bottle of alcohol per 
ORrORT: Situated 10 km. from Bordeaux. Frequent and Daily flights 


7 Parts of Europe and North Africa. Good internal service. 
ME: GMT Plus 1 hour in Winter. GMT plus 2 hours in Summer. 
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FRANCE 
CONSULS: 

Algeria 56 98 44 90 Ivory Coast 56 52 30 86 
Austria 56 48 57 57 Liberia 56 50 84 34 
Belgium 56 52 32 39 Madagascar 56 44 78 81 
Benin 56 52 32 69 Mauritius 56 24 17 50 
Bolivia 56 52 68 17 Mexico 56 50 84 34 
Brazil 56 52 83 57 Monaco 56 44 16 55 
Cambodia 56 44 27 41 Morocco 56 52 34 34 
Chile 56 48 56 17 Netherlands 56 52 16 75 
Colombia 56 44 78 37 Norway 56 52 52 40 
Denmark 56 81 2410 Peru 56 08 25 35 
Dominican Rep. 56 08 43 63 Portugal 56 52 19 50 
E! Salvador 56 23 06 78 Senegal 56 81 19 90 
Finland 56 44 94 45 Spain 56 52 80 20 
Germany 56 08 60 20 Sweden 56 39 33 33 
Greece 56 52 26 17 Switzerland 56 52 18 65 
Guatemala 56 08 23 92 Togo 58 71 00 81 
Honduras 56 40 00 88 United Kingdom 56 52 2835 
Iceland 56 48 22 39 United States 56 52 65 95 
Italy 56 52 24 89 


HOLIDAYS: New Year (1st January, no labour available); Easter 
Sunday (possibility of labour with overtime); Easter Monday (no labour 
available); Labour Day (1st May, no labour available); 8th May, Victory 
Day (possibility of labour with overtime); Ascension Day (possibility of 
labour with overtime); Whit Sunday (possibility of labour with overtime); 
Whit Monday (no labour available); National Day (14th July, no labour 
available); Assumption Day (15th August, no labour available); All Saints’ 
Day (ist November, no labour available); Armistice Day (11th 
November, possibility of labour with overtime); Christmas Day (25th 
December, no labour available). N.B. Every Sunday and day marked 
“possibility of labour with overtime” can be worked at the rate of 100%. 
Le Verdon Container Terminal: Operational 24 hours per day, 365 days 
per year. 


POLICE/FIRE/AMBULANCE: Police 17; Ambulance 17; Fire 18. 


BANKS: 
Le Verdon: 

B.N.P., 17 rue Plage Soulac. Tel: 56.59.86.11. 

Credit Agricole, Le Verdon. Tel: 56.09.61.25. 

Credit Maritime, 41 rue de la Plage, Soulac. Tel: 56.09.88.76. 
Pauillac: 

B.N.P., 10 rue Albert ter. Tel: 56.59.05.71. 

Credit Agricole Mutuel, rue Ferdinand Buisson. Tel: 56.59.00.25. 

Credit Lyonnais, place de Lattre-de-Tassigny. Tel: 56.59.18.20. 

Societe Bordelaise de C.I.C., rue Albert ter. Tel: 56.59.06.49. 

Societe Generale, place Michel-Montaigne. Tel: 56.59.08.60. 
Blaye: 

B.N.P., 27 cours de la Republique. Tel: 57.42.29.10. 

Credit Agricole Mutuel, rue Paul Tardy. Tel: 57.42.29.54. 

Credit Commercial de France, 13 cours du Port. Tel: 57.42.00.37. 

Credit Mutuel, 6 place Rabotte. Tel: 57.42.27.13. 

Credit de Nord, 1 rue Andre Lamande. Tel: 57.42.00.45. 

Societe Bordelaise de CIC, 31 ter. cours de la Republique. Tel: 
57.42.00.33. 
Ambes: 

Credit Agricole Mutuel, place du 11 Novembre. Tel: 56.20.10.90. 

Societe Generale, rue Mal Leclerc. Tel: 56.20.10.62. 
Bassens: 

Credit Agricole Mutuel, 12 avenue St. Exupery. Tel: 56.06.27.96. 

Societe Centrale de Banque, avenue St. Exupery. Tel: 56.06.14.69. 
Bordeaux: 

Banque de |'Aquitaine, 2 Pl. Comedie. Tel: 56.48.03.88. 

Banque de France, 15 rue Esprit-des-Lois. Tel: 56.81.56.66. 

Banque de I'indochine et de Suez, 15 allees de Chartres. Tel: 
56.44.07.67. 

Banque Internationale pour |’Afrique Occidentale, 17 Allee de Tourny. 
Tel: 56.44.08.14. 

Banque Nationale de Paris, 40 cours du Chapeau-Rouge. Tel: 
56.90.92.96. — 75 quai des Chartrons. Tel: 56.81.42.22. 

Banque de Paris et des Pays-Bas, 50 cours du Chapeau-Rouge. Tel: 
56.44.80.05. 

Banque Populaire du Sud-Ouest, 
56.44.84.26. 

Banque Rothschild, 5 pl. des Quinconces. Tel: 56.52.79.90. 

Banque Worms, 14 allees de Tourny. Tel: 56.44.51.20. 

Barclays-Bank S.A., 4 rue Esprit-des-Lois. Tel: 56.52.64.61. 

Credit Commercial de France, 10 allees d’Orleans. Tel: 56.90.93.25. 

Credit Lyonnais, 13 cours de I'Intendance. Tel: 56.48.91.23. 

Credit du Nord, 2 cours du XXX-Juillet. Tel: 56.90.93.90. 

International Westminster Bank Ltd., 32 allees d’Orleans. Tel: 
56.48.10.43. 

Societe Bordelaise de Credit Industriel et Commercial, 42 cours du 
Chapeau-Rouge. Tel: 56.52.49.25. 

Societe Centrale de Banque, 60 cours de Il'intendance. Tel: 
56.44.73.56. 

Societe Generale, 28 cours de I'Intendance. Tel: 56.90.91.74. 


TELEPHONES: Can be connected on board vessels moored at quays 
in Bordeaux, Bassens, Ambes, Pauillac, and Verdon. 


IDENTIFICATION CARDS: Crew men going ashore should carry 
passport or identity card. 


GARBAGE DISPOSAL: Skips are available alongside for galley waste. 
Industrial waste collection is available from local company by 
containers of various sizes, contact Agent. 


WASTE OIL DISPOSAL: Companies available locally, contact Agent. 
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5 place Jean-Jaures. Tel: 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engi 


GENERAL: 

Mooring Regulations: Vessels fitted with radio equipment, which, for 
any accidental cause, (engine damage, fog, etc.) are obliged to moor 
or ground at any point in the area between the landing buoy “BXA” and 
the “Ponts de Pierre” (Stone Bridges) at Bordeaux and Libourne, must 
immediately indicate their mooring or grounding position, by cable or 
VHF Channel 12 to the Harbour Master, Bordeaux. In all cases, the text 
of the message must specify whether the moored or grounded vessels 
interferes or not with shipping. 

Berthing: Berthing is carried out on the advice of the Pilot, following 
instructions from the Harbour Officers. 

Special precautions are recommended during Spring Tide periods to 
ensure that vessels in the river are held fast to the quay. 

The following instructions apply: 

Special Instructions for Securing Vessels at the Quay During Spring 
Tide Periods (K > 90). 

Given the disturbances caused by the strong currents of tides with a 
K of over 90, the securing of vessels on the quay must receive 
unremitting attention. 

Pilots shall pay close attention to the mooring lines, for which the 
Master remains constantly responsible. 

Masters shall follow Pilot's instructions and provide all means asked 
for in terms of both manpower and equipment. 

A strict surveillance is necessary to ensure that lines remain correctly 
secured by adjusting them according to the height of the tides. 

A sufficient number of crew shall kept on board, to carry out any 
handling which might eventually be ordered by the Harbour Officers. 
Fire Fighting: 1. All vessels berthed in the Port of Bordeaux, be they 
loading, discharging, or under repair, must have permanently on board 
a sufficient watch to keep effective surveillance, to take all preventive 
measures and to fight any fire on board. 

2. It falls to the Master or the watch, and this under their sole 
responsibility, to use the signalling equipment at their disposal. 

3. Communication and signalling equipment. Telephones and fire 
hydrants available on all quays. 

4. Fire fighting is carried out under the direction of the Master, but 
gangs intervening, especially the fire brigade, remain under the 
command of their respective officers. 

The ship's crew must be able to guide the rescue teams. A plan of 
the ship and her loading plans, in particular those showing the location 
of dangerous goods on board, shall be put at their disposal on arrival. 
Where there is a risk of the fire spreading, for which the Harbour Master 
is the sole judge, he shall lead operations and order all necessary steps 
to be taken to safeguard public interests. 


REPORT: The following report was received from a Ship Operator in 
March 1981. 
Michelins Reception Facilities at Bassens: 

1. The equipment consists of 2 pipes: One 10 in. diameter with a 
normal capacity of 500 cu.m./hr. and the other 6 in. diameter. These 
capacity limits result from the meter which is fitted. Either pipe can be 
used independently according to conditions and features of the ship's 
pumps and equipment. 

The absolute maximum pressure allowed in whole system is 10 bars. 

Length of pipes: 

2,315 m. for 10 in. pipe. 
2,274 m. for the 6 in. pipe. 

The equipment incorporates a meter post consisting of a Smith LB 
250 volumeter normal temperature — 3 degrees normal pressure, 8 bars 
accuracy, 0.2 outputs of between 110 and 570 cu.m./hr. The equipment 
does not include a vapour return line. 

2. Deliveries must be made by tanker vessels specifically designed 
and fully equipped for carriage and refrigerated liquid gases. The liquid 
must be delivered at a temperature of between —2° and —5° Celcius 
when measured at the ship's discharge connection. 

The ship must be fitted with suitable pumping equipment, in full 
working order and of a capacity sufficient to maintain throughout the 
whole unloading operation and under the condition of temperature and 
pressure already specified, an hourly delivery rate at least equal 
1/16th the total shipment and in any case not less than 100 cu.m./h. 
As indicating the pumps must be specifically designed for the movement 
of butadiene in the order that any premature failure, or suction of gas, 
be avoided. A further reason for the pumps and compressors being in 
perfect condition is that the quay is public and any delay prejudicial to 
the movement of vessels requiring to use it. The ship's discharge 
equipment must include a security device capable ensuring at all times, 
both under normal conditions and in the event of accidental or 
unforeseen mishandling that the delivery pressure at the connection 
point for the hose never exceeds 10 bars. 

The ship must have lifting gear (derrick, hoist, etc.) with a minimum 
2 tons capacity and sufficient reach to maintain the flexible hose at right 
height, even at low tide. The ship must be capable of completely 
emptying each tank and the systematic use of nitrogen must be avoided, 
as it is detrimental to the manufacturing process. 

To enable receivers to prepare for cargo, following information 
required at least one week prior arrival of vessel. 

1. The position of discharge outlets in relation to central axis of vessel 
and to the level of the deck. 

2. Type and diameter and thread dimensions of the sampling 
connection. 

3. Diameter and details of the ship's outlet union. 

4. The details of the discharging equipment for each pump or 
compressor. 

5. The normal and maximum rates of discharge and pressure of 
delivery should be given. 

The vessel is equipped with 2 sampling positions in the middle and 
lower positions of each tank. 
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Notice of Arrival: Either the seller or the carrier must give to the 
Authorities (Port Autonome de Bordeaux) notice of the estimated 

of the vessel at Bassens either 7 days advance of the tanker 
under way at the previous port of call should this be less than 7 
before arrival. Confirmation of the arrival of the vessel off the Gj 
Fairway/Buoy (BXA) must be given to the Bordeaux Port Authorities, 
cable, telex or other means at least 24 hours in advance. 

If the vessel is likely to arrive during a weekend, Michelin Bagg. 
must be informed by Friday mid-day at the latest, otherwise 
will not be able to commence before 0800 hrs. on Monday. 
Discharge: The ship's crew must scrupulously observe all g 
security regulations, together with any particular ones laid down bys 
Officials appointed by the Bordeaux Port Authority to supervise the sas 
of discharging operations. 

Receivers cannot be held responsible for any mishandling, excess, 
pressure or untimely purging that may occur during the di 
operation due to the vessel, or for the consequences of any failure, 
Prirsece the security regulations by any person not employed, 

ichelin. 

On arrival of the ship, Michelin, assisted by the crew, will connect, 
the shore line to the ship's outlets union by means of flexible hose. }, 
ship's crew will be responsible for the use of their own lifting equipm: 
(crane and derricks) for the raising of the flexible pipe to a 
level above the quay so as to take into account the tide. Jointly 
representatives of the ship and the sellers, Michelin will proceed we 
the drawing of samples from each tank (for quality control). 

The Liaison of Discharging Procedures: Michelin's representatives » 
to be introduced to the crew members appointed to the dischargy 
operation. : 

Throughout the duration of the discharging operations the rate a 
pressure of the output must remain constant and within the agreed lim 
in order that the metering equipment shall function correctly. On have 
completed discharge of the liquid from the last tank, the ship must ceas 
pumping to permit: 

The meter post personnel to by-pass the meters. 

Michelin in conjunction with the representatives of the seller and 
ship, to check the remaining cargo (the weight of liquid butadie: 
discharged thus being determined). 

The gas can then be pumped out — the quantity being determined) 

measuring the difference in pressure and temperature of the shi) 
tanks, on the assumption that it contains only gas both before and afy 
pumping out. 
Unloading Completion: On the representatives of the sellers and ty 
ship agreeing that the discharge of the butadiene has been satisfacto 
completed, the receiver's personnel and the ship's crew will uncous 
the flexible hose. 

In the event that after complete discharge of all liquid, it is agrex 
between the ship and the seller to pump out the gas, the quant 
involved will be calculated by measuring the difference in pressure a 
temperature of the ship's tanks, on the assumption that they held on 
gas both before and after pumping. 


SHIPMASTER’S REPORT: June 1981. 

Bordeaux — Bec d’Ambes: If proceeding further up river then Sea Pir 
leaves at Le Verdon and River Pilot boards. Pilot gives an Inwat 
Declaration which (different from EEC check list) is to be completed av 
handed to Port Officer after boarding. 

Reference Admiralty List of Radio Signals, Volume 6, 1980, Pat’ 
Page 205, paragraph (2), vessels wishing to enter La Gironde shout 
address the 24 hour message to “Capiport Bordeaux” and 3 hou! 
before entering French Territorial Waters should request, via ‘Capi’ 
permission to enter La Gironde. These messages are free of charge 

Port regulations require the berthing (River Pilot) Pilot to stand) 
together with 1 tug, until a loaded vessel has lightened to 28 ft. fre 
water maximum draft. 

When berthing starboard side to then one tug on port bow and seco" 
tug just for pushing. 

Usually, first ropes on board are one shore head wire and one shot 
head breast. Final moorings usually 2 shore heads, 2 shore breast, 0" 
and aft) and 2 shore stern lines, and 2 springs each end from ship 

The shore moorings consist of a chain cable connected to the sh 
this is connected to a 57 mm. wire which is made fast on board. l® 
wires are hove on board by means of a messenger (ship) whic! 
attached to a small size, long length pennant attached to the 57™ 
wire. The shore end of the 57 mm. wire is attached to a chain ca 
thus creating a ‘catenary effect’ which proves very good in keeping * 
vessel alongside. For berthing there is one shore rigger each ent! 
advise and assist. 

For unberthing one rigger boards to assist in singling up to 1 s%* 
wire and one back spring each end. He then goes ashore by pilot |aa* 
Vessels berth day and night depending on tide. 

Agent requires in advance the distances from bow and ster to ce 
of manifold. 


AUTHORITY: Port Autonome de Bordeaux-Le Verdon, Palais %* 
Bourse, 2 Place Gabriel, 33075 Bordeaux-Cedex. Tel: 56.90.58 
Telex: 570617 Pablv. FAX: 56.90.58.77. Cables: Poronom — Borde 
Contact: A. Combeau, Port Director. Commandant Bozec, Hat 
Master — 56.90.59.31 (32, 33, 34). 
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goULOGNE SUR MER: 50.43 N. 01.35 E. (See Plan) 


LIMITS: Seaward Boundaries: 4 nautical miles from the piers 
Limits of Pilotage Area). 
SoCUMENTS: As for “Calais”. 
piLOTAGE: Compulsory for vessels over 50 m. length. Vessels can 
municate with pilot station, tel. 21.31.36.08, through Boulogne 
When pilot launch is at sea, contact by VHF Channel 12. 
The most favourable boarding point is between the sea buoy 
aches Boulogne” and the wreck buoy situated 1.5 miles to the 
South, or slightly nearer the land if there are strong Westerly winds. In 
any event, the surf created by the Carnot breakwater must be avoided 
keeping at least 1 mile off shore. If Pilot is not immediately available, 
yesse! must wait in Outer Roads, if necessary at anchor, until further 
ions received. On no account should vessel attempt to enter 
t Roads without Pilot. 
ANCHORAGE: The outer anchorage for large vessels is midway 
n Bassure de Baas and the Carnot Breakwater. Anchorage 
prohibited in the main approach channel. 
RESTRICTIONS: Entrance depends on tidal conditions. For larger 
yessels best to enter the breakwaters at slack water which occurs 
2 hours before time of high tide. Arriving vessels are obliged to contact 
Harbour Master's Office immediately by radio, or VHF Channel 12. 
MAX. SIZE: For outer harbour: Length, 230 m.; draft, 10.67 m. springs, 
11.00 m. neaps. Max. d.w.t., 35,000 (approx.). Bassin Loubet: Length, 
130 m.; draft, 7.5 m. springs, 7.75 m. neaps. 
HEALTH: Pratique Pde by Customs Officers who board on arrival. In 
case of suspected disease on board, Master should radio Agents prior 
arrival advising details. 
_ RADIO: Boulogne Radio, call sign FFB, also on VHF Channel 25. 
VHF: Harbour Master's Office: Call “Boulogne Port” on Channel 12. 
Pilotage: Channel 12. 
_ Tugs: Channel 12. 
CROSSMA Gris Nez: Channel 16. 
RADAR: No Port radar service at present. 
TUGS: 3 tugs, 118.5 tons (1,850 h.p.) fitted for fire fighting and 
2x14 tons (1,200 h.p.). 

The tugs meet vessels as requested by Master on Pilot's advice. 
BERTHING: 

Sarraz-Bournet Dock: Europe Quay, 775 m., depth 11 m.; Ore Quay, 
240 m., depth 11 m. max. rate 12,000 tonnes per day. 

Carnot Basin: Mooring on dolphins for Ro-Ro vessels up to 146 m. long, 
beam 14 m. — 32 m., depth 6.5 m. Connection to the open area by ramp 
capable of taking up to 175 tons. 

Loubet Basin: (Closed by a lock, depth 5.50 m.) Huguet Quay, 240 m. 
for Ro-Ro/Lo-Lo vessels up to 132 m. LOA; Voisin Quay, 700 m. (for 
refrigerated fishing vessels up to 135 m. LOA). 

Fore-Port and Tidal Port: Cross-channel terminal with 3 ramps (one of 
which is dual level/double lane for new generation car ferries), capacity 
40/175/144-228 tons. Can accept car ferries up to a length of 145 m. 
and a draft of 4.50 m. 

Hoverport: Can receive 3 hovercraft at same time. 

The station can accommodate the transit of 10,000 passengers a day. 
Direct connection by railway with Paris. 

The port offers 70,000 sq.m. of warehouses and 150,000 sq.m of 
open storage area. 250,100 sq.m. of cold storage space. 

Asilo enables 42,500 tons of clinker to be stored for loading directly 
on to vessels at a rate of 1,200 t.p.h. 

CRANES/EQUIPMENT: 
Quai de |'Europe: 
4x3 tonne cranes. 
2x6 tonne cranes. 
3x 12.5 tonne cranes. 
2x30 tonne cranes. 
1x35 tonne covered gantry crane. 
11,000 t.p.h. conveyor belt for clinker and ore. 
Ore Quay: 
2x25 tonne gantry cranes. 
Carnot Berth (Ro-Ro): 
Single lane, single deck ramp. 
Length: 70 m. 
Lane width: 4.50 m. 
Pontoon at end of ramp of 28 m.x28 m. 
Max. Load: One lane for 38 tonne trucks. 
Quai Amiral Huguet: 
2x6 tonne cranes. 
Ro-Ro berth for bow, stern or side ramps. 
Quai Jean Voisin: 
3x6 tonne cranes. 
DENSITY: 1026. 
FRESH WATER: Supplied by pipeline to all berths. 

UEL: SMCL quay can supply marine fuel. Quay is limited to vessels 
less than 100 m. length and 5m. draft, otherwise fuel obtainable by 
‘anker lorry from Dunkirk. 

CONSULS: 


Denmark 21.33.92.22. 
Finland 21.30.44.55. 
Germany 21.33.92.33 
Greece 21.30.31.11. 
Norway _ 21.33.92.22. 
United Kingdom 21.87.16.80. 


REPAIRS: Only quick repairs may be effected because of congestion 
aon quays. Slipway for vessels up to 2,500 tons. 
ee VEYORS: Soemari, 52 Rue Blanzy — Pourre, 62200, Boulogne- 
Mer. Tel: 21922200. Telex: 110013. 

reau Veritas, Building A, Boulevard Gambetta, 62200 Boulogne- 
Sur-Mer. Tel: 21315240. 
OPRGWAY/DECK WATCHMEN: By crew. 

NING/CLOSING HATCHES: Performed by crew. 
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CARGO GEAR: Load/discharge effected by shore gear or ship's gear. 

REPATRIATION: Facilities available. 

AIRPORT: Le Touquet, 50 km. from Boulogne. 

TIME: GMT plus 1 hour in Winter and GMT plus 2 hours in Summer. 

HOLIDAYS: No work Sp ig and legal holidays. 

POLICE/AMBULANCE/FIRE: Police, Tel: 21.83.12.34 or in case of 

Emergency Tel: 17. Ambulance/Fire, Tel: 18. 

EMERGENCY CO-ORDINATION CENTRE: At Sea: Crossma, 

Gris Nez. Tel: 21928666. Telex: 130680. In Port: Port Directorate and 

Port Captaincy. 

Leche Can be connected on board vessels at Quay de 

‘Europe. 

SERVICES: There are several private companies which carry out 

repairs, whether for sheet-metal, mechanical or electronics. 

Supply of charts, nautical publications, sounding paper, availability of 
— to Mariners etc., contact shipping agents or Harbour Master's 

ice. 

BANKS: Banque de France, 1 place d'Angleterre. Telex: 110902. 
Banque Nationale de Paris, 14 rue Victor Hugo. Telex: 110016. 
Banque Populaire du Nord, 87 rue Thiers. 

Banque Scalbert Dupont, 32 place Dalton. Telex: 110018. 

Barclays Bank (SA), 85 Grande Rue. Telex: 135886. 

Compagnie Bancaire (Societe Cooperative d'Etudes et de Gestion du 

Groupe de la), 99 Grande Rue. Telex: 110999. 

Credit Agricole, 85 Boulevard Mariette. 

Credit Commercial de France, 50bis rue Thiers. Telex: 160184. 

Credit Lyonnais, 45 rue Victor Hugo. Telex: 110048. 

Credit Maritime Mutuel, Quai Chanzy. Telex: 810756. 

Credit Mutuel C.M.A.A., 24 rue des Pipots. 

Credit du Nord, 37 rue Faidherbe. Telex: 110971. 

Societe Generale, 60 rue Victor Hugo. Telex: 110044. 

Union Francaise de Banques (U.F.B.). Telex: 110999. 

STORING: See “Prelims”. 

1. Storing by lorries. 

3. Lorries can proceed alongside at berth. 

4. Ship's stores can be loaded by any means. 

5. Fuel is free of taxes, the same applies to provisions (within 
proportions estimated by Customs with relation to the number of crew 
members). 

SHORE LEAVE: Permitted, no restrictions. 

SEAMAN’S CLUB: Quai Chanzy. Tel: 21.31.73.20. 

AUTHORITY: Service Maritime des Ports de Boulogne-sur-Mer et 

Calais, 96 Boulevard Gambetta, 62200 Boulogne-sur-Mer, France. 

Postal address: B.P. 689, 62321 Boulogne Sur Mer Cedex. 

Tel: 21301000. Telex: 110968 Sermar F. FAX: 21.83.42.76. 
Capitainerie du Port, B.P. 756, Jetee Sud-Ouest, 62321 Boulogne- 

Sur-Mer Cedex, France. Tel: 21.80.72.00, 21.31.52.43. (24 hours). 

FAX: 21.87.28.79. 


BREST: 48.24 N. 04.30 W. 


DOCUMENTS: See “Dunkirk”. 

PILOTAGE: Pilots do not stay out at sea, but only go to meet ship at 
estimated time of arrival as sent by ship. Normally pilot boat positioned 
on the line Toulinguet lighthouse and Beuzec (or Charles Martel) buoy, 
about 2.5 miles N.W. Toulinguet lighthouse. If strong S.W. wind, pilot 
boat waits for ship at entrance of Camaret Bay, about 1.5 miles N.E. 
Toulinguet lighthouse. If sea too rough to allow pilot boat to sail out, 
boat waits for ship at entrance of Brest Roads, near Portzic lighthouse. 

Ships proceeding Brest must send last message giving ETA Pilot 
station (stating if /ocal time or GMT), about 5 hours before arrival. 
Message to be addressed ‘‘Brest Pilot Office’ through Brest Le Conquet 
radio station (call sign FFU). Day and night watch at pilot office. Radio 
station phones message direct as soon as received. Any alteration in 
ETA should be passed pilot office immediately. 

Pilot boat sails from Brest harbour about 1.5 hours before ship’s ETA, 
and 0.5 hour later pilot boat takes radiotelephony watch on 2182 kHz, 
calling ship from time to time on same frequency. Ships fitted with 
radiotelephony should listen and call on 2182 kHz. Pilot boat also 
equipped VHF Channels 16, 9, 6, 12 and Pilot office Channel 9. 
ANCHORAGE: At Pilot's discretion. Anchoring in main approaches 
restricted as indicated on charts. 

RESTRICTIONS: Entry subject draft and height of tide on day in 
question. Two entrances to port, one dredged to 6 m. below zero of 
charts and the other 5.8 m. below zero. Depth at quays varies according 
berth from 6 m. to 11 m. below zero. 

MAX. SIZE: Inside harbour, max. length 320 m. Draft up to 35 ft. subject 
to tide. 

HEALTH: If from foreign port, cable Maritime Health Service 48 or 
24 hours prior arrival requesting Free Pratique. If risk of contagious 
disease exists, vessel will be held in roads until cleared. If from another 
French port, Free Pratique automatic. 

RADIO: Brest Le Conquet — FFU. 

VHF: VTS in operation. 

Also see “Pilotage”. 

TUGS: Two port tugs, 1,900 h.p. and 2,900 h.p. Tugs join vessel at 
main entrance to port. Marine National places tugs at ship's disposal for 
all port movements. Generally, tow rope supplied by tug at additional 
charge. 

One French salvage tug belonging to the Abeille Company is stationed 
at the port, but only gives assistance for vessels requiring aid outside 
the port area. 


(See Plan) 
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BERTHING: According to draft, ships may have to wait in roads before 
berthing, depending on height of tide in fairways. Also see “Restrictions”. 
Commercial Harbour Facilities: 


Dock Quay Utilisation Length Depth Equipment 
(m.) m. 
1 West Wine, Other goods 212 5.30 Mobile cranes 
Railways 
3 “Eperon” Refrigerated goods, 140 9 2cranes 
Potatoes, other goods. 3 ton at 22 m. 
5 West Refrigerated goods, 174 7 2cranes 
Potatoes, Fruit, 6 ton at 22 m. 
Other goods, Railways 
5 North Refrigerated goods, 330 7 mobile cranes 
Potatoes, 
Other goods, Railways 
5 East Cereals, Wood, 440 10-8 1 crane 
Refrigerated Goods, 12 tons at 30 m. 
Other goods, Railways 2 cranes 6 ton at 22 m. 
6 West Hydrocarbons, 150 8 
Molasses. 
6 East Cereals, Phosphate, 175 9 3cranes 8 tons at 30 m. 


Manioc, Soya Beans, 
Soya Meal, Soya Oil. 
6 Coaster Not in use. 110 6 


Conveyor belts (550 t.p.h., 
1,000 t.p.h. in near future). 


6 South Containers, Railways, 230 12 1 crane 40 ton at 24 m. 
Soya Beans, Soya 2 cranes 8 tons at 30 m. 
Meal Conveyor belts (1,000 t.p.h.) 
and Manioc. 
Complete area of the Port: 250 hectares. 
Storage: 
1. In open air 100 hectares (with the Industrial Zone near Dry Dock 


No. 3). 

2. Covered sheds 35,750 sq.m. 

3. 3 silos (87,000 tons) and 1 silo (20,000 tons). 

4. Refrigerated shed 21,000 cu.m. and shortly 63,000 cu.m. 
BULK HANDLING FACILITIES: See “Berthing’. 
STEVEDORES: Agent has responsibility of making all arrangements for 
unloading, and is in touch with stevedores who arrange necessary 
gangs. 
MEDICAL: Hospitals and clinics available. In the case of ship needing 
medical assistance, request should be addressed to Maritime Health 
Service through Conquet Radio Station, advising ETA, where vessel 
cr thet Rls and state of patient. 
TANKERS: One berth for receipt of refined products destined for local 
storage tanks. Berth length 142 m., dredged alongside to a depth of 
10 m. below zero of charts over an area 250 m. long and 30 m. wide. 
FRESH WATER: All berths have fresh water supply. Apply to Chamber 
of Commerce who make necessary arrangements. Loading rate 13- 
15 t.p.h. 
FUEL: Delivered by Societe de Depot des Petroles Cotiers and by 
Societe Maritime des Petroles. 
See: The following countries are represented by Consuls at 

rest: 


Belgium Germany Portugal 
Chile Netherlands Spain 
Denmark Norway Sweden 
Finland 


REPAIRS: Repair Quay No. 1 at the South of the dry dock No. 2. Length: 
320 m.; Depth: 9 m. to 9.50 m. 

Repair Quays Nos. 2 and 3. Length: 608m.; Depth: 8.30 m. to 
10.70 m. Can accommodate vessels up to 550,000 d.w.t. 

Repair Quay No. 4. Length: 400 m.; Depth 11 m. 

Repair Quay No. 5. Length: 400 m.; Depth: 12.5 m. 

These two quays are situated to the North and to the South of the dry 
dock No. 3. 

The 5 floating repair piers totalling 1,700 m. in length in water at a 
depth varying between 9 m. to 12.5 m. at the lowest tide, and connected 
to a tanker cleaning and bunkering station specially equipped to handle 
slop and residue from ship tanks. 

veral modern lifting machines, among which: 

1 crane of a capacity of 80 tons at 25 m. 

1 crane of a capacity of 150 tons at 38 m. 

Piers and dry docks equipped with electricity, steam, compressed air, 
oxygen, acetylene, telephone, potable water and fire fighting equipment. 
DRY DOCKS: No. 7: Dimensions 225 m. by 26.77 m., entrance sill 4 m. 
below datum, situated at the Northeast angle of Basin No. 5. The 
entrance lock can receive 2 vessels simultaneously, 1 of 75 m. length 
and the other of 150 m. length, with some adjustments. 

Max. draft, at Spring tides: 11.50 m.; at neap tides: 10 m. 

No. 2: Dimensions 338m. by 55m. Can accept tankers of up to 
280,000 d.w.t. Entrance sill 7.25 m. below datum. Dock situated in the 
Southeast of the Industrial Port Zone. Can accept vessels of the following 
dimensions. 

At mean Spring tides: length 335 m.; beam 50 m.; draft 12.50 m. 

At neap tides: length 335 m.; beam 50 m.; draft 10 m. 

No. 3: Dimensions 420 m. by 80 m. Can accept vessels of 550,000 d.w.t. 
Entrance sill: 9 m. 

TANK CLEANING: Station situated at the Southern extremity of the 
East Mole. Can operate 4 Victor Pyrate machines simultaneously. 
Equipped with 3 boilers to supply steam, 3 pumps, oily water separator 
and an extractor for solid residues. 

The tank-cleaning station is connected by pipeline to Repair Quays 
No. 1, 2 and 3 where tankers of 550,000 d.w.t. may be accommodated. 

The new tank-cleaning and bunkering station, situated behind the dry- 
docks No. 2 and 3 is operational. 

This station is connected by pipelines to dry docks No. 2 and 3, all 
repair quays and so to the 6 South for bunkering facilities. 

It includes four sections: 

A tanker cleaning section with oil-water separator (2,000 cu.m.p.h.). 
An oil-treatment section to transform the recovered oil into 
commercial products; 

A bunkering section with tanks of 35,000 cu.m. 

A section that is able to separate the solid residues of tankers. 
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WATCHMEN: Compulsory for ships carrying dangerous materials, », 
py tile tankers, vessels with chemical products, munitions, etc, 
ERTIFICATES: 

Nationality. 

Gross Tonnage. 

Classification. 

Derat. 

Vaccination. 

CUSTOMS ALLOWANCES: Tobacco, Wine/Spirit. Ship's proviso, 
must be under seal. 

AIRPORT: At Guipavas, 7 km. from Brest — 4 daily services to Paris), 
onward connections. 

TIME: Local time GMT plus 1 hour in Winter. GMT plus 2 hours, 
Summer. 

POLICE/AMBULANCE/FIRE: Police 98444850 and 98445861; Po, 
Secours 17; Ambulance and Fire Brigade 18 or 98442766. 
TELEPHONES: Can be placed aboard at certain berths. 
SERVICES: Degassing station, tank-cleaning and slop dischay 
adjustment of chronometers, chart and document department, weat. 
forecasting, permanent daytime service for signing on crew, baromes 
adjustment. Also Compass and D/F adjusting. 

Port Weather Service: Port Office, 30 bis, Quai Commandant Malbe 
Health Service: Quai Commandant Malbert. 

DEVELOPMENTS: A new port industrial zone with an area of {j 
hectares, and frontage of approx. 1,800 m. which will enable h 
construction of quays with depths of 10 m. — 12m. 

Furthermore, the Port is studying a vast plan to develop h 

commercial port, so that the latter may adapt itself to the requiremen 
of modern maritime transport. 
AUTHORITY: Port de Brest, Direction Departementale de |'Equipeme: 
2 rue Alderic Lecomte, 29200 Brest Cedex, France. Te/: 98.31.41 
(12 lines). Telex: 940586. FAX: 98.31.41.14. Contact: M. Redoue 
Ingenieur des Ponts et Chaussees. 


CAEN: 49.13 N. 00.21 W. 


DOCUMENTS: 

3 copies Crew List. 

3 copies Provisions List. 

3 copies Crew Personal Effects List. 

Derat Certificate or Exemption. 

PILOTAGE: Pilot boat is on station from 2.5 hours before HW un 
3 hours after HW. Vessels can contact the Pilot on VHF Channels {i 
and 16. The pilot boat is stationed in the outer port of Ouistreham at 
goes out to the roads on vessels approach. International code fa 
signals are used to call Pilot. 

Caen Pilot boat has a black hull with white stripe. The words “Pils 
Caen” are written in white letters on the hull. During the Summer mont 
the pilot boat is replaced by a launch bearing the same markings. 4 
soon as the Pilot boards he will hand the Master an Entry Declarate: 
to be completed. 

ANCHORAGE: While waiting for the tide vessels may anchor in te 
vicinity of the light-buoy in Ouistreham Roads. The position of this buy 
is Lat. 49° 19’ 50”N., Long. 00° 14’ 18” W. The buoy is positioned ® 
depth of 10 m. Anchorage is open to winds from West through North® 
East; good holding ground. Currents do not exceed 2 knots at spn 


tides. 
RESTRICTIONS: Dimensions of locks — East Lock length 181 m., wie 
18 m. West Lock length 225 m., width 28.45 m. 

The locks are open to navigation from 2 hours before HW to 3 hou! 
after HW. The locks can be used up to a maximum of 1 hour befor 
after these times by special permission of the Harbour Master 2 
payment of additional dues. 

Maritime Canal, length 14 km. The canal is dredged to 9.89 m. det 
up to Herouville Dock. Vessels proceeding to the docks at Herouvit 
and Calix must pass 2 bridges: Colombelles 30 m. wide and Blainv® 
(a new bridge under construction with a width of 40 m., complet’ 
expected June 1994). 

Vessels proceeding to new dock must also pass the bridge at Cait 
21.76 m. wide. Maximum speed authorised in the Maritime Canal § 
7 knots. 

Maximum air draft for New Dock and St. Pierre Dock, 33 m. 
MAX. SIZE: Daytime: Length 205 m., beam 23.5 m., draft 28.8 ft, # 
water. 

Night-time: 


(See Plat 


Blainville/Herouville Length 160 m. Beam 20m. _ Draft 25.9 ft. SW 
Calix Length 150 m. Beam 20 m. _ Draft 25.9 ft. SW 
New Dock Length 135 m. Beam 16m. Draft 21.4 ft. SW 


HEALTH: Free Pratique is automatic for all ships. Health contro ® 
carried out by Customs Officers under the direction of the Havre Pa 
Health Office. For ships coming from ports in Africa, Asia, or P: 
Islands a Maritime Declaration of Health is required. 

In case of suspected epidemic or fever on board Master must advs 
the port authorities who will instruct him to proceed to an 
anchorage to be boarded by the Port Health Doctor. 

RADIO: Nearest radio station Boulogne Radio, call sign FFB. . 
VHF: Vessels may communicate with the Harbour Master's Office ® 
VHF Channels 12 and 68. This service only operates during the ho 
when the locks are operating. J 
TUGS: The use of 1 or 2 tugs is recommended for vessels over 16.90 
beam. 


BERTHING Quay Facilities Length Draft 
= Reserved for ple boats $30 myo 
Vendeuvre eservi lor pleasure ‘ 
sent Pere Catarelli 150 4.0 
nouveau President 4 cranes 5t 150 7.0 
Hippolyte Cereals machinery rate: 
aaa Lolews one 200 t.p.h. 
President 
Gaston Lamy 2cranes 3t 550 6.5 
De Normandie 2 cranes 5t 375 5.8 
de Calix Calix 4 cranes 6t 140 8.60 
Storage of Molasses: 
13,500 t 
Roll-on/Roll-off Serth 180 7.6 
yHerouville President 4 cranes 6t 370 8.95 
¥ Delaunay 
Mole a Private berth, 4 cranes 8 t 200 8.95 
Charbon 5 ; 
Blainville ereals machinery 
cave 2 units, rate 1,000 t.p.h. 
1 crane 26 t; 3 cranes 20 t; 
~ cranes 26 t ~ 560 a 
Ouistreh Fore Port ar Ferry Berth No. 1 140 i 
- (SW) at 
LW 
Car Ferry Berth No. 2 170 7.0 


Note: A second car ferry berth, fitted with a double level bridge, able to 
ceive the new generation of ferries is available. The berth receives 
ships up to 165 m. LOA. ; ; 
§TEVEDORES: Arranged by Agent on basis of ETA provided by vessel 
pefore arrival. 
MEDICAL: Doctors and hospital facilities available. 
TANKERS: There is a tanker berth (D.P.C.) in Calix Dock, max. draft 
860m. Gas-freeing is prohibited. 
_ FRESH WATER: Available at all berths, rate about 5 — 10 t.p.h. 
FUEL: Can only be supplied by tanker lorries. 
CONSULS: The following countries are represented locally: 

Denmark Tel: 31.72.35.30 Norway Tel: 31.52.04.74 

Finland Tel: 31.97.33.27 Sweden Tel: 31.82.21.76 
REPAIRS: Deck and machinery repairs can be carried out by local 
workshops. Nearest dry docks at Le Havre or Cherbourg. 
WATCHMEN: Not compulsory during daylight hours from 0600 hrs. to 


1800 hrs. 

OPENING/CLOSING HATCHES: This work is normally carried out by 
the crew. 

CUSTOMS ALLOWANCES: Amount of tobacco and alcohol for crew 
consumption must be declared on the Stores List. Quantities held out 
of bond are at Customs discretion. 

REPATRIATION: Can be arranged. 

AIRPORT: Situated 12 km. from the port. There are no regular services, 
but an air taxi with 5 seats can arrange connections to international 
airports. 

TIME: GMT plus 1 hour or GMT plus 2 hours in Summertime. 
HOLIDAYS: Work is carried out on legal holidays. No work on “Jours 
de Fetes” and Sundays. 

ere AMBULANCE: Police Tel: 17; Fire Tel: 18; Ambulance 
el: 18. 

TELEPHONES: Can be connected on board ships. Quayside telephone 
situated in Blainville Dock. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not required. 

GARBAGE DISPOSAL: On request from the Agent, skips are provided 
athe ends of the quays, as near as possible to the ship. 

WASTE OIL DISPOSAL: No facilities. 

SEAMAN’S CLUBS: None. 

AUTHORITY: Ingenieur des Ponts et Chaussees, Chef de |'Exploitation, 
direction Departmentale de |'Equipment, B.P. No. 517, 14035 Caen 
cedex. Tel: 31.45.30.90. Telex: 170213 FT. 

_Commandant du Port, Terre Plein des Ecluse, 14150 Ouistreham, 
mance. Tel: 31.97.14.43. Telex: 772071 F. FAX: 31.96.39.52. 
vontact: Harbour Master (Tel: 31.97.28.14). 


_ CALAIS: 50.58 N. 01.50 E. 


DOCUMENTS: 
Ship's Register. 
inwards Declaration. 
Manifest of Cargo. 
ll of Ladi 
tits of Provisions on board. 
3 Sts of Articles held by Crew. 
Usts of Crew. 
0 of open spaces. 
Salth Certificate, endorsed by Master on arrival. 
at or Exemption. 
= 'ankers, Certificate of Cargo Specification and Certificate of 
Y8ssel's suitability to transport inflammable liquids in bulk. 


(See Plan) 


FRANCE 


PILOTAGE: Compulsory when entering or leaving harbour, except for 
ships less than 50 m. length. Pilotage area: 3 miles from piers. Ships 
required to give notice of their arrival 18 hours before, through Boulogne 
Radio. Pilot waits between buoys CA4 and CAB6. Pilot boat: Black, white 
side stripe, bearing the inscription “Pilote Calais”. She is equipped with 
VHF, Channel 6 and Channel 16. 

ANCHORAGES: North of “CA4” Buoy, 25 m. deep, sand and gravel. 
Good anchorage. When bad weather from North, ships are advised to 
stand out to sea or anchor in the roads of Les Dunes (Near Goodwin 
Sands — English Coast). Ship will receive instructions from Pilots or 
Harbour Captain's Office when to enter roads of Calais. 
RESTRICTIONS: Harbour channel 230 m. wide. In channel and outer 
harbour, depths are maintained at 8.40 m. MWL. Vessels should enter 
harbour preferably about 2.5 hours before high tide about 2.5 hours after 
high water. 

MAX. SIZE: “Bassin Carnot’, 150m. max. length; “Bassin Ouest”, 
(West Dock) 110 m. max. length; “Quai P. Devot”, 190 m. max. length; 
“Bassin Carnot”, 19 m. max. beam; “Bassin Ouest”, 16 m. max. beam. 
9.15m. max. draft. Eastern Dock, 245m. max. length, 11.50 m. 
max. draft. Port accessible to vessels of 45,000 d.w.t. 

HEALTH: Sanitary Control can arrange Derat and Exemptions. Port 
Sanitary Control, 21-23 rue du Commandant Bonningue, 62100 Calais. 
Tel: 21-977741. Telex: 160758 F. 

RADIO: Messages through Boulogne Radio. ETA must reach pilotage 
station and Harbour Master's Offices 18 hours before arrival 
(Telex: 160758 F. Fax: 21.34.08.92). 

VHF: When near Calais, 2 hours before arrival, ships equipped with 
VHF must call Harbour Master on Channel 12. 

TUGS: Generally join ships at end of the piers. Towing ropes are 
generally ships own but can be supplied by tug. 

BERTHING: Max. height of tide 7.30 m. Depth on dock sills 2m. 
LWOST. 

At West dock, entrance between 1.5 hours before and half an hour 
after high tide. In Bassin Carnot, entrance between 3 hours before and 
1 hour after high tide. 

There are 2 berths equipped for handling Roll-on/Roll-off traffic, 
situated in Bassin Carnot. 

Eastern Dock: The new deep water Eastern Dock became operational 
in 1990. The new dock can accept vessels of LOA 245 m. and max. draft 
11.50 m. There is no beam restriction. 

The new deep water dock has direct access to the sea and 3 multi- 
purpose berths. 4 40 tonne multi-purpose cranes are already available. 
TANKERS: Oil tankers are not allowed to enter harbour. Small liquid 
sulphur and suphuric acid tankers are accepted at “Bassin Carnot”. 
Tankers are allowed to enter harbour only by daytime. They must leave 
as soon as operations are finished. Hoses 10 in. and 12 in. in diameter. 
Barges discharged with a 10 in. hose. 

CRANES: 
Maritime Station Quay 
Paul Devot Quay 


Electric cranes — 6 tons 3 
Possibility of using cranes at Crespin 

and Fournier Quays. 

Electric cranes — 15 tons with automatic 
scoop 2 
A block of 2 gantries able to handle 

a load of 40 tons (containers) 


Transit Station 


West Basin 
South Quay of the Electric crane — 3 tons 1 
West Basin Electric cranes — 6 tons 2 

Electric cranes — 6 tons with automatic 
scoops 2 

Carnot Basin 

Vistule Quay Electric cranes — 6 tons 2 

Loire Quay Electric cranes — 6 tons 3 
Electric cranes — 6 tons with automatic 
scoops 6 
Electric cranes — 12 tons with automatic 
scoop 2 
Electric gantries — 6 tons with raisable 
forepeak and equipped with weights 
and automatic scoops 2 

Crespin Quay Electric cranes — 6 tons with automatic 
scoops 4 

Fournier Quay Electric cranes — 6 tons. 5 
Electric cranes — 12 tons with automatic 
scoop 2 

Volga Quay Electric cranes — 6 tons with automatic 
scoops 2 

Tidal Basin Electric cranes — 40 tons 4 


Dry Dock: One electric crane — 15 tons. 2 mobile cranes of 1/9 tons and 
1 mobile crane “PPM” of 18 tons complete the lifting machinery of the 
Public Equipment of the Port. 
BRIDGES: Swing bridges (West Dock) and draw bridges (Bassin 
Carnot) are situated on sluices. 
STEVEDORES: Informed by Agent of tonnage, nature and condition of 
cargo. 
MEDICAL: All facilities available. 
DENSITY: Salt. 
FRESH WATER: Supplied from hydrants on wharves. 
FUEL: Any fuel can be supplied by tank lorry of large capacity. 
CONSULS: 
Netherlands, G. Dumont, 12 Bd. des Allies. Tel: 21.96.55.03. 
Denmark, M.Flipo, Place de Suede. Tel: 21.34.44.00. 
Finland, H. Ravisse, 12 Bd. des Allies. Tel: 21.96.55.03. 
Greece; P. Foissey, 26 rue d'Ostende. Tel: 21.97.27.00. 
Norway, Y. Lefebvre, 12 Bd. des Allies. Tel: 21.96.55.03. 
Sweden, T. Pagniez, 198 Rue des Quatre Coins. Tel: 21.34.77.34. 
United Kingdom, J-M.Inglis, 41 Place d'Armes, 62226 Calais Cedex. 
Tel: 21.96.33.76. 
REPAIRS: Deck and engine repairs possible. 
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DRY DOCKS: One, 153 m. long; 21 m. wide. Depth at sill, 7.45 m. 
GANGWAY/DECK WATCHMEN: Ships must be guarded. 
OPENING/CLOSING HATCHES: As a rule hatches are opened/closed 


by crew. 

CUSTOMS ALLOWANCES: Tobacco: No limit for foreign ships, but the 

quantity must be declared on the lists of articles held by crew. 

REPATRIATION: Pilot boats and tugs may trans-ship equipment or 

hands in outer roads. 

AIRPORT: Calais, Dunkirk (International), 7 km. away. 

TIME: GMT plus 1 hour. Spring and Summer GMT plus 2 hours (Late 

March to late September). 

HOLIDAYS: 1st January; Easter Monday; 1st May; Ascension Day; Whit 

Monday; Tuesday afternoon following 1st Sunday of July (local feast); 

14th July; 15th August; 1st November; 11th November; afternoon of 

24th December; 25th December; Sundays. 

POLICE/AMBULANCE/FIRE: Police 17; Ambulance 21.34.39.24; 

Fire 18. 

SHORE LEAVE: Crew are allowed ashore. 

IDENTIFICATION CARDS: Identification Cards and Seamen's Books 

are required. 

GARBAGE DISPOSAL: Skips available within the port. If a vessel 

requires a skip, Agent will arrange. 

WASTE OIL DISPOSAL: No facilities available. 

SEAMAN’S CLUBS: None. 

CURRENCY: French Franc (F.). 

AUTHORITY: Directeur de |'Exploitation du Port de Calais, Place de 

l'Europe, B.P. 451, 62226 Calais, Cedex. Tel: 21-96-63-00. Telex: 

Sermar 160758 F. FAX: 21-34-74-11. Contact: M. Neveu, Port Director. 
Harbour Master’s Office, Quai de Maree, 62100 Calais. Tel: 

21.96.31.20. Telex: 160758 F. FAX: 21.34.08.92. Contact: G.Provoost, 

Harbour Master. 


AGENT: Henri Ravisse, 12 Boulevard Des Allies (B.P. 817) 62225 
Calais Cedex, France. Tel: 21.96.55.03. Fax: 21.96.84.15. 
Telex: 810713 Broker. 


CALVI, Corsica: 42.34 N. 08.46 E. 


DOCUMENTS: 

3 Crew Lists. 

3 Passenger Lists. 

1 Provisions List 

1 Cargo List. 

1 List of Articles (new and Customs-barred) in possession each crew 

member — cameras, binoculars, radios, cigarettes, spirits, etc. 

1 Health Declaration. 
PILOTAGE: Not compulsory. If required, telephone pilot station at 
Bastia, Tel: 95.31.50.95. 
ANCHORAGE: Outside port for cruise vessels. 
MAX. SIZE: Draft 6.5 m.; length 140 m. 
RADIO: Within 50 miles call Ajaccio Radio VHF Channel 16. Then 
connected over Channel 23 to telephone network. 
TUGS: None available. 
BERTHING: 3 wharves, the main wharf being the Corsica ferry berth. 
STEVEDORES: 24 hours accurate ETA necessary for ordering gangs. 
No work on Sundays and official holidays. 
CARGO GEAR: Only a few nets and slings available; all other gear 
must be supplied by ship. Ship's derricks used. 
FRESH WATER: Available at very slow pumping rate. 
FUEL: Diesel fuel available. 
REPAIRS/CONSULS: None. 
AIRPORT: Calvi (5 miles), regular flights to Nice. 
TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer. 
AUTHORITY: Capitainerie du Port, Quai Landry, 20260 Calvi, Corsica. 
Tel: 95.65.05.21. 

Affaires Maritimes, Quai 
95.65.01.71. 


(See Plan) 


Landry, 20260 Calvi, Corsica. Tel: 


CANCALE: 48.40 N. 01.51 W. 


Used by fishing and pleasure vessels only. 

PILOTAGE: Pilot available from St. Malo. Tel: 99.81.63.59. 

pres pom 2 public wharves, depths from 0.5 m. to 13 m. at Spring 
tides. 

CRANES: One 3 ton crane available. 

MEDICAL: Hospital facilities available at St. Malo, 15 km. distant. 
Tel: 99.81.60.40. 

FRESH WATER: Available in small quantities. 

FUEL: Diesel oil available by truck and by pipeline on wharf. 
AIRPORT: Nearest at Dinard, 30 km. away. 

AUTHORITY: Subdivision Maritime de |'Equipement, Quai du Pourquoi 
Pas., 35402 Saint Malo, France. Tel: 99.56.07.24. Telex: 950197. 
FAX: 99.40.11.70. Contact: Xavier La Prairie, Engineer. 
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CANNES: 43.33 N. 07.01 E. 


DOCUMENTS: 

To be sent on departure from previous port: 

3 copies of Passenger List. 

1 copy of Crew List. 

Required on arrival: 

4 copies of List of Passengers, showing Christian name, sum» 

age, date and place of birth, nationality. 

2 Crew Lists. 

5 copies of a Special Arrival form (supplied on arrival). 
PILOTAGE: No Pilot station at Cannes. A tender with Companys 
on top of its mast will meet the vessel: (a) If ship is pri 
anchorage No. 1, in Golfe de la Napoule, about half a mile South g 
lighthouse at end of Cannes port Pier (Quai Lauboeuf); (b) If 
proceeding to either anchorage No. 2 or 3, in Golfe-Juan, half a» 
North of lle Ste Marguerite. 

The tender will lead to anchorage and will give 1 blast of the » 
when correct position has been reached. At night, tender has a fy, 
white light at top of its mast, which replaces the flag. Should it nq, 
possible to advise by wireless before arrival at anchorage and wea, 
conditions making it necessary for ship to anchor at either position 
or 3, boat will meet ship in Golfe de la Napoule, 2 miles South of Cam 
port lighthouse. In this event, ship must proceed to anchorage No ?, 
3 as appropriate, steaming to South of lle St. Honorat, whilst tender, 
proceed by channel between Ile Ste Marguerite and the mainland. 
ANCHORAGE: Advice of anchorage is passed to Master via Gray 
Radio or Monaco Radio, VHF Channel 16 usually about 1 hour bey 
arrival. There are 3 anchorages, any of which may be used accom 
to the weather: 

No. 1 off the port of Cannes, approximately half a mile South of» 
of breakwater, used by calm sea or by East or N.E. winds. 

No. 2 is situated to North of lle Ste Marguerite, used by S.E. or) 
or South winds. 

No. 3 to the East of Cap de la Croisette, used by West or N.W. win 

It could happen during the call, winds may change direction » 
movement from anchorage No. 1 to No. 2 or No. 3 become necessz 
Shift takes about 1 hour. 

HEALTH: Port officials will embark immediately the ship anchors. Fs 
Pratique may be granted by wireless telephone 1 hour before arriva) 
ship's surgeon request stating: “No illness on board”. 

VHF: Port Authority on Channel 12, call sign “Cannes Port’. 
FRESH WATER: One water barge (capacity 65 tons) and 2 wa 
barges (capacity 20 tons) available. 

12 hours notice required for orders up to and including 100m 
24 hours notice required for amounts in excess of 100 tons. Pumps 
rate 30 — 40 cu.m./hr. with one or two boats. 

GANGWAY/DECK WATCHMEN: Watchmen for gangways shoul) 
provided by ship and passengers are requested to present their land 
cards every time they use the gangways. 

AIRPORT: Nice Cote d'Azur (20 km.). 

GARBAGE DISPOSAL: Available. 

Cheyresy et Fastout. Tel: 93.39.36.12. Fax: 93.68.54.55. 

Shema. Tel: 93.49.24.39. Fax: 92.97.67.28. 

WASTE OIL DISPOSAL: Collection service available from compat 
mentioned above. 

AUTHORITY: Capitainerie du Port Gare Maritime, 06400 Came 
France. Tel: (33) 92.98.70.00. FAX: (33) 92.98.70.01. Cons 
M. Cattero, Port Director. 


FRANCE 


CHERBOURG: 49.38 N. 01.38 W. (See Plan) Rendezvous Points: 


Standard Points 
MENTS: For normal operations, 4 rendezvous points are recommended. 
Declaration of Health. 


Point A: 13 nautical miles North of Cap de la Hague. 
isi Board. Point B: 10 nautical miles North of Cap Levi. 

pao cf Bigtre Peseessions Point C: 5 nautical miles North of Cap Levi (prohibited area for 

\anifest of Cargo — in certain cases. 


tankers). 
fest of Equipment. Point D: 27 nautical miles North of Cap Levi (ships West bound) 
oeeP SEA PILOTAGE: Pilots board off “CH1" Buoy. Radio ETA to However, if desired by the Master, the helicopter can meet the vessel 
nd Coastal Pilots Ltd., Telex 911847 Pilots Gor “Cherbourg at any point. ie mee 
Deep rex 170952 or “Pilotage Hauturier Cherbourg” Telex 171467 PILOTAGE: Requests for pilotage must indicate arrival time at the buoy 
pingut and others (48 and 6 hours notice.) On approaching Cherbourg CH1. They may be addressed to Agent or direct to pilot station, 


ignal i VHF Ch: 14 irming ETA. _ telegraphic address “Pilotage Cherbourg” Telex: 170952, or through the 
tact pha sens jar Lo Bae nso se Homet look-out station by means of the usual signals. To avoid delay it 


Also see 9 = ; ; : . 
ICE: is well to warn the pilot station 4 hours in advance of arrival. As a general 

HELICOPTER oO Laer Aerodrome de Cherbourg — Maupertus, ule, the pilot boat always comes out, whatever the weather. In bad 
iF \“Gonneville, 50840 Fermanville. Tel: 33.44.56.96. Telex: 171348 | Weather, the vessel follows the pilot boat and Pilot boards as soon as 

‘ shelter permits. 
He ption of Services: A 24 hours — 7 days per week service, within Deep-Sea Pilots for Tankers: Deep-Sea Pilots for loaded tankers 
radius of 150 nautical miles of Cherbourg, to and from ships without  ¢@rtying hyrdrocarbons or other dangerous cargoes are embarked 
necessity of reducing speed or changing course, in any sea 7 miles North of Fort de l'Ouest Light, or at least 7 miles off the coast, 
he itions. the ne aaah place being given on each occasion by R/T from the 
The positioning and pick-up of persons are accomplished either by _Pilota lerack ? : 

wae oF by winching on all types of vessels, serving even small ANCHORAGES: Anchoring must be made strictly according to the 
coasters and fishing boats. instructions of the Pilot so as not to get in the way of movements and 


Doctor and stretchers for injured personnel available within minutes anchorage of steamers. Depths vary from 6m. to 12m. in safe 


of your call. see . , 
Note the possibility to put technicians and specialists on board for up | RESTRICTIONS: In the wet dock, the bridge is opened 1 hour before 
o 12 hours work while underway and take them ashore again. until 1 hour after high water. 
Recommended Procedure: MAX. SIZE: 
(A) 48 hours before Please cable through Saint Lys Radio Depth 
(FFL) or any radio station to Heli-Services Average Tide 
Cherbourg Telex 171348 HELIP the pene ati my Te 
pei hag In the Roads No Limit No Limit 11 12.50 
(b) state you require Helicopter and Trans-Atlantic Dock No Limit NoLimit 7.0-12.5 8.5—-14.0 
reason for request Mielles Dock 150 5.00 6.50 
(c) ETA rendezvous point requested Ro/Ro No. 4 210 30 8.0 - 
(d) VHF in good order or not Berth Amiot 100 3.0 4.50 
(e) Confirm full landing, restricted or Ro/Ro No. 1 130 20 7.0 8.50 
winching area available. Ro/Ro No. 2 170 30 8.0 9.50 
(8) 24 hours before With the same radio procedure confirm Ro/Ro No. 4 170 40 7.0 8.50 
your ETA. Ro/Ro No. 5 ; - - 45 6.00 
(Cc) 4 hours before Call “Jobourg Traffic’ (French Marine Ro/Ro No. 3: (Quai de France — South). Length: No limit. Width: 44 m. 
Traffic Centre) on VHF 16/11 to confirm Depth: 12 m. ay . 
your ETA. HEALTH: From French port to French port, no formalities. From foreign 
Heli-Services office is directly connected port to French port, request for Free Pratique (yellow flag). In case of 
with Jobourg Traffic and transmit sickness on board, warn the Agent in advance. No crew member may 
information concerning rendezvous point leave ship before consultation and agreement of Port Doctor. 
and helicopter operation. RADIO: The stations which offer the best facilities are Boulogne Radio, 
(0) When helicopter is flying, its pilot contacts you on VHF. Brest le Conquet Radio, and St. Lys for ships which are a long way off. 
Give information about relative wind and TUGS: Tugs generally join vessel in the main approaches. With regard 


start locked key homing signal on 410 kHz, __to the tow rope, a charge is made. , 
Services are assured 24 hours per day with 2 hours’ notice, or BRIDGES: Only the swing bridge at the entrance to the wet dock, which 
immediately in case of emergency. is opened on request from 1 hour before until 1 hour after high tide for 
the entry and exit of ships. 


BERTHING: 
Length Open 
Name of Name of Number/type of lifting of storage Lock 
Dock Quay Use equipment quays area Depth Nos. 
(H.d. = Heavy duty) (m.) (m.) 
Trans-Atlantic France Cruises, general- 2 cranes 7.5 t, 13 t in tandem 620 2 ha. ie None 
cargo, passengers, 
various other services 
Trans-Atlantic Normandie General-cargo, 500 5 ha. == fl None 
Ro/Ro, other services 
Car Ferry Post No. 1 Ro/Ro freight and H.d. linkspan ramp for 120 20,000 -6 None 
Passenger vehicles, passenger jetty and sq.m. 


terminal 


Capacity 40 tonnes 


Freight Ferry Post No. 2 Ro/Ro H.d. linkspan 17 m. wide 170 33,000 -8 None 
and passengers capacity 280 t sq.m. 

Trans-Atlantic Post No. 3 Ro/Ro Capacity 65 t 620 =11 

Car Ferry Post No. 4 Ro/Ro Ro-Ro freight and 170 -8 None 


passengers. H.D. double 


linkspan. Capacity 240 tons. 


Quai des Mielles Post No. 5 Ro/Ro 400 -4.5 None 

Des Flamands Ro/Ro and container 2 cranes 120t 360 50 ha. =13 None 
freight storage 2 mobile cranes 40 t (10 ha. for 

= cars 1 gantry 140t containers) 

Querqueville Oil dock Bulk petroleum 200 -9 None 

“mmercial Basin Alexandre Ill Fishing 800 -4 One 

= "'Entrepot Coasters 

Navy Yard Construction and Various Seven 

ms repairs (dry docks) 

“mercial Dock Dry dock 75 One 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle 


STEVEDORES: Agent needs ETA, to arrange personnel and equipment 
to be used for handling cargo. 
CRANES: 35 ton capacity gantry for road/rail container and kangaroo 
operations. 40 ton capacity mobile crane for container and kangaroo 
operations. 60 to 204 ton floating cranes. Various mobile cranes for light 
and heavy lifts. Fleet of tugmasters and fork-lift trucks. 

Also see “Berthing”. 
MEDICAL: Advise Agent of any requirements at the same time as ETA. 
There are 2 hospitals, civil and military, both very well equipped. 
TANKERS: No facilities. 
FRESH WATER: Water points on all quays. 
FUEL: Available from local suppliers — Esso, Shell, etc. 
CONSULS: Belgium, Denmark, Finland, Greece, Haiti, Ireland, Norway, 
Portugal, Sweden, Venezuela, United Kingdom 
REPAIRS: All types of hull and engine repairs are possible. 
DRY DOCK: Commercial Port's dock: Length 75 m., width 14 m. 

Max. dim. of vessel 


Dry Dock able to enter 
No. Sill Length Length Breadth 
(m.) (m.) (m.) 

N. Dry docks 

1 90.00 97.85 18.50 

2 100.00 107.85 18.50 

3 100.00 107.85 18.50 

4 90.00 97.85 18.50 
S. Dry docks 

5 200.00 206.40 25.70 

6 180.00 184.00 22.15 

7 69.30 75.75 17.30 
Homet 235.00 248.00 35.00 


WATCHMEN: Every ship in port must have a watchman, usually a crew 
member. 
OPENING/CLOSING HATCHES: At the discretion of Master, crew may 


perform this. 

CUSTOMS ALLOWANCES: Free allowance for each crew member — 
200 cigarettes or 50 cigars, and 1 litre of alcohol. Common Market 
Countries — Crew: 300 cigarettes, 75 cigars and 1.5 litres of alcohol. 
AIRPORT: At Maupertus, 12 km. from Cherbourg, with services to Paris, 
Southampton and Guernsey. There are no regular services in the 
immediate vicinity. 

REPATRIATION: Can be arranged. 

TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer. 
HOLIDAYS: January 1st; Easter Sunday/Monday; May 1st; Ascension; 
Whitsun Sunday/Monday; July 14th; Assumption; 15th August; 
November 1st; Victory Day, November 11th; Christmas Day, December 


25th. 

POLICE/AMBULANCE/FIRE: Police: 33.44.20.22 or 17. Ambulance: 
33.53.13.29. Fire: 33.23.40.59. 

TELEPHONE: Generally, ships do not request the installation of a 
telephone line, unless for a prolonged stay. 

IDENTIFICATION CARDS: Each crew member must carry his 
Seaman's Card. 

GARBAGE DISPOSAL: Drums available alongside, drums collected 
when full. For service, contact Chambre de Commerce et d'Industrie, 
Tel: 33.44.21.80. 

WASTE OIL DISPOSAL: Collection by tanker truck, free of charge, 
capacity unlimited. Contact: Napoly, Tel: 33.65.33.03. Telex: 306022 
(Napoly). Fax: 33.66.55.89. 

SEAMAN’S CLUBS: None. 

DEVELOPMENTS: Deep draft berths (13.0 m. depth), length 360 m. to 
be extended to 450 m. 

AUTHORITY: Capitainerie du Port, Pont Tournant, 50.100 Cherbourg, 
France. Tel: 33.20.41.25. Telex: 170849 (Port Director). 

Direction Departementale de |’'Equipement, Allee Du President Leon 
Menut, 50100 Cherbourg. Tel: 33430133. Telex: 170011 Didello 
(Saint Lo). 

Cherbourg Chamber of Commerce and Industry, B.P. 839, 
Hotel Atlantique, Boulevarde Felix Amiot, 50108 Cherbourg Cedex, 
France. Tel: 33.23.32.00. FAX: 33.23.32.28. Telex: 170849. 
Contact: J. Mesnildrey, Commercial Manager. 


CONCARNEAU: 47.52 N. 03.55 W. 


DOCUMENTS: 

Ship's Registration Certificate. 

Cargo Manifest. 

Stores List. 

Crew Personal Effects List. 

List of Crew and Passengers with dates of Vaccinations. 
PILOTAGE: The pilotage area is limited to the East by alignment of the 
sea marks of Point of Raguenes (Lat. 47° 47’ N., Long. 03° 48’ W.) and 
the lle Verte (Lat. 47° 46’ 40” N., Long. 03° 48’ W.), to the South by the 
Parallel of the “La Jument Buoy” (Lat. 47° 39’ N., Long. 04° 01’ 20” W., 
to the South of the Glenan Islands), to the West by the meridian of the 
“Basse Rouge” Buoy. 

Pilotage is not required for vessels with an overall length of less than 
50 m., except for tankers carrying oil products or gas. 

It is recommended to wam the Pilot 24 hours in advance, indicating 
the most accurate ETA (Tel: 98.50.89.03). 

The pilot craft is not stationed at sea. The Pilot generally boards to 
the South of the Cochon Tower or, on request, between Cochon Tower 
and the Ile aux Moutons; the craft carries the “H” flag by day and white 
flashing lights at night. 
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(See Plan) 


If the state of the sea does not permit the Pilot to board, the pil, ® 
makes the signal “T” (by flag or morse code) signifying: “fOllOw-me 5 
Pilot will board in the shelter of the Peneroff Breakwater”’. If the siz. 
the sea does not allow the pilot craft to come out, it stations itself ing 
shelter of the Peneroff Breakwater and makes the signal “BT”. 
Access: It is not advisable for vessels of a certain size whose 
do not know the channel well to proceed without a Pilot, at \y. 
particular, to the North of the line Beg-Meil — Trevignon Point. 
ANCHORAGE: Main Roads: Vessels anchor in the bay, on requeg . 
a muddy bottom, on the alignment at 028.5° from the Beuzec ch» 
tower through the la Croix lighthouse. ‘ 
Small Roads: Vessels anchor in the small roads sheltered from the Ne 
to Southeast by East, in 8 m. of water and a bottom of sand and m, 
on the access alignment or to the West of this alignment. 

At night, when on the access alignment, as soon as the Lanriec 
appears, the alignment is opened so as to see the Beuzec Light os 
left of the La Croix Light, and when the Lanriec Light disappears 5 
vessel anchors in 8 m. of water. 

The recommended landing stage is on the La Croix Breakwater. 
Kersos Cove (Lat. 47° 52’ N., Long. 03° 55’ W.): It is possible to ancy 
here sheltered from winds from North to South by East, but wip 
reduced turning area. Vessels anchor half way between the Key 
Tower and the coast to the N.E. in 3 m. — 5 m. water with a good hol» 

round of sand and mud. 

JAX. SIZE: Tankers: LOA 105 m. — 106 m., beam 18.0 m. and m 
draft 5.7 m. 

Other vessels: By day: 115m. — 116m. overall; by night: 110m 
111 m. overall. Max. beam day and night 18.0 m. 

RADIO: Contact Conquet Radio. 

VHF: Tugs on Channel 12 on weekdays during working hours from 08) 
— 1200 hrs. and 1400 — 1800 hrs. 

TUGS: 2 tugs available on demand, meet vessels near Cochon Lig 
large vessels use a tug for berthing. 

BERTHING: As Concarneau is essentially a fishing port, a commen 
vessel of a certain size cannot enter without the authorisation of the 
services, who must prepare a quay berth for her in advance. 

The Port of Concarneau includes the Port of La Croix located tos 
West of the La Croix Lighthouse, a fore-port and a rear-port separa 
by the peninsula on which is Ville-Close. The Lanriec Pass» 
connecting these two port areas is cleared at 3 m. depth and mare 
by 5 light towers. 

Fore Port: In the middle of the fore port are 540 m. of pontoons enabiy 
rept agente craft with a draft of 2.5 m. approx. and length of 10m: 
rt! 


Along the Peneroff Quay, deposits formed by a hard bottom cover 
by a thin layer of muddy water from 1 m. to 2 m. Along Ville-Close, & 
bottom dries from 2m. to 5m. Along the North face of the So 
Breakwater, a slipway permits careening of craft. 

Rear Port: The Rear Port is comprised of 1,537 m. of mooring quay 

Aiguillon Quay: Depth 1 m., length 210 m. 

Carnot Quay: Depth 2.80 m., length 250 m. 

Lin Quay: Depth 5.00 m., length 263 m. 

East Quay: Depth from 2.50 m. to 5 m., length 240 m. 

Petrol Tanker Quay: Depth 5 m., length 95 m. 

ae Bank Moros Quay: Depth 5 m., length 257 m. 

Left Bank Moros Quay: Depth 5 m., length 220 m. 

Ship's Lift Pier: Depth 5 m., length 90 m. (Duc d’Albe). 

These quays receive fishing and commercial vessels and vess# 
under repair. The vessels are positioned according to t¥ 
characteristics and the nature of the goods to be unloaded or taken? 
board. 

CRANES: 6 x 8 tonnes (mobile). 

MEDICAL: Municipal Hospital at Porzou. Tel: 98.50.30.30. 
FRESH WATER: Availabie. 

FUEL: Available. 

DRY DOCKS: Synchrolift available. Max. capacity 2,000 tons; max.L0 
95 m.; max. keel length 76 m.; max. beam 14 m.; max. draft 5.50" 
Fresh water, electricity, compressed air and cranes available. 

There is a slipway which can accommodate vessels of 350 tonne 
AIRPORT: At Quimper — Pluguffan 30 km. from the town. Twice @ 
one to Paris and flights to London during the Summer months. 
CUSTOMS ALLOWANCES: Tobacco: Fixed at 30 grams per daj.! 
sea, per person. 

Alcohol: The equivalent of 5 centilitres of rum at 42° per day, at sea." 
person. 

These allowances are free of tax for use on board, but may na? 
landed. 
POLICE/AMBULANCE/FIRE: Police Tel: 98.97.17.17; Ambulance # 
Fire Brigade Tel: 18. 
IDENTIFICATION CARDS: Any National Identity Documentation 
suffice. 
GARBAGE DISPOSAL: Waste containers available on request tos 
Agent, Port Captain (Tel: 98.97.33.80) or Chamber of Comme? 
(Tel: 98.97.20.11). 

Containers are collected on request. 
WASTE OIL DISPOSAL: No facilities. 
SEAMAN’S CLUBS: Seaman's Hostel, Rue de Port. Tel: 98.97.04! 
Rooms and meals only. 
AUTHORITY: Direction Departementale de |'Equipement, & 
Administrative de Kerfeunteun, B.P.506, 29325 Quimper Ce 
Tel: 98.95.70.32. Telex: 940.424. Contact: The Director. 

Chet du Service Maritime, Fluvial et Aeroportuaire, Dire 
Departementale de |'Equipement, B.P. 506, 29325 Quimper Co 
Tel: 98.76.51.00. FAX: 98.76.50.24. 

Capitanerie du Port, Quai Est, B.P. 231, 29182 Conca 
Tel: 98.97.33.80. FAX: 98.97.88.02. VHF: On Channel 12 during wow 
hours. Contact: L. Tanguy, Le Commandant de Port. 


piePPE: 49.55 N. 01.04 E. (See Plan) 


ENTS: 
4 Crew Lists. 
2 Usts of Stores. 
+ Loading Manifest. 


; Passenger List. — : [ 
+ Declaration (furnished by Agent) stating that ship possesses up-to- 


date Safety Certificates. 

{ Declaration. ' 7 4 ' 
apPROACHES: Coming from the West, immediate landfall is Cap d’Ailly 
which IS passed at 3 miles distance and then vessels proceed to the 
andtall buoy of Dieppe marked D.1. (East Cardinal, black yellow black, 
ery quick flashing light, 3 flash every 5 seconds and a bell). 

’ Location: Lat. 49° 57’ 15” N., Long. 1°01’ 20” E., or 2.5 miles to the 
yw. ofthe port entrance. : 

The cliffs which surround Dieppe give very good radar echoes. 
PILOTAGE: Pilot boards 4 miles from breakwaters. Pilotage must be 

by Harbour Master for the vessels of less than 50 m. for the 
gst entry or departure of the Master if meteorological, time or other 
conditions are unfavourable. Pilot boat is ready to put to sea 2 hours 
high tide. During this period maintains radio telephone watch. 

VHF Channel 12. , ‘ 

All vessels must send ETA to the pilotage authority of the Seine/ 
gouen/Dieppe at least 5 hours prior to arrival in the Dieppe Roads, any 
delay greater than 2 hours or where a tide is missed must be signalled 
at least 3 hours before the initially ETA. Vessels not obliged to take on 
4 Pilot must indicate in their ETA whether or not a Pilot is needed. 

Pilotage de la Seine, 21 Bd. du Mont Riboudet, 76000 Rouen. 
Tel: 35.71.68.50. Telex: 770575. Fax: 35.71.94.79. 

ANCHORAGE: It is recommended to anchor in zone bounded by 
following points: 

4) Lat. 49° 56’ 55” N., Long. 01° 04’ E.; 

b) Lat. 49° 58’ 40” N., Long. 01° 02’ 45” E.; 

¢) Lat. 49° 57’ 42” N., Long. 00° 59’ 20” E.; 

g) Lat. 49° 55’ 50” N., Long. 01° 00’ 30” E. 

This anchorage area includes Buoy D.I and depths are from 6 m. to 
12m. with sand and broken shell bottom. Larger vessels anchor 
approximately 0.5 miles to North of Buoy D.I in depths of 10 m. to 12 m. 
Submarine Telephone Cable: A submarine telephone cable crosses 
through the East part of the Anchorage Zone. It is better to anchor in 
the S.W. part of this zone. “Dieppe-Port” will indicate position for 
anchorage. 

_ forbidden Anchorage: It is forbidden to anchor in the area defined by 
the following points: Lat. 49° 56’ 55” N., Long. 01°05’ 29” E. — Lat. 
49°56’ 25" N., Long. 01°03'03”E. — Lat. 49°56'05”N., Long. 
01° 04' 50” E. 
RESTRICTIONS: The lock gates of the commercial basins are only open 
fom 2 hours before to 1 hour after high tide. Vessels remain at 
anchorage in the roads until the gates are opened. Large vessels enter 
preferably at the time of high tide to benefit to the maximum from the 
evel of water under the keel and the best conditions of navigation. 
Entry and Leaving: Vessels entering must arrive in the roads at the 
latest 25 minutes after high tide, except for large vessels which must be 
nthe roads at the latest at high tide. Vessels leaving must be ready at 
the latest 30 minutes after high tide. 
Entry and Leaving Signals: Entry and leaving signals are exhibited on 
the signal post on the West jetty and on the repeater post of the fore 
port (signals in accordance with A.I.S.M.). At the Colbert Sluice and at 
he various locks the signals are simplified. 
MAX. SIZE: Vessels LOA 155 m. and beam 21.6 m. can enter. In certain 
cases vessels of LOA 165 m. may be permitted to enter. 

Colbert Lock (Dimensions of Lock): 230m. length, 37m. width, 
controls entrance to Inner harbour, where depth maintained at 5.00 m. 

Canada Docks: Length 154 m.; width, 21 m.; draft 8 m. 

Paris Dock: Length 154 m.; width 21 m.; draft 7 m. 

Opening of Canada and Paris Basins: 2 hours before to 1 hour after 
lull tide, night or day. The port is accessible to vessels up to 10,000 
dw.t. - 12,000 d.w.t. 

HEALTH: Pratique given by Customs Officers who board on arrival. In 
= of suspected disease, Master required to radio details to Agent in 

nce. 

RADIO: Boulogne Radio (FFB). 

Arival Advice: Masters of vessels must send to the Port Authority, 24 
‘ours in advance, or at the latest when leaving the previous port where 
this is located less than 24 hours away, the expected time of arrival in 
Ne roads, indicating the name of the vessel, tonnage, length, beam, the 
“ate and time of arrival, maximum draft of the vessel on arrival, the 
nature and tonnage of various items of its cargo and hazardous cargo 

“transit or to be landed), possible damage to the ship, its equipment 
to the cargo. A rectifying message must be sent in the event of a 
ne Address: Port Captaincy: 1 Quai de la Cale, Dieppe. Tel: (35) 

10 55. Telex: Mardiep 180414F. 

4 : Boulogne Radio maintains continuous watch on Channels 2 and 
pe The Port Authority (Call sign “Dieppe Port”, Tel: 35.82.23.85) 
Tee watch throughout 24 hours on Channels 16 and 12. 

bi S: 2 tugs available (1,400 h.p. and 1,500 h.p.). Requests for use 
CRA be made to the Port Captaincy. One tug in service at all times. 

Ones: One mobile crane, 40 ton and jib 40 m. 
cranse! Cranes: 63 ton, 2x3-6 ton, 2x6-12 tons and 6x2 ton gantry 


nee: To request bridges to open, call “Dieppe Port” on VHF 


oats without VHF use whistle to request opening (3 long blasts for 
Brag and Admiral Rolland Bridge, and 2 long blasts for Jehan 


e). 
0 moRORES: Normal hours are 0800—1200 and 1400-1800. Possible 
o holiday 1800-2200 to complete operations. No work on Sundays 


FRANCE 
BERTHING: 
Sea 
level 
Dock Quay Facilities Length chart 
(m.) (m.) 
Paris Norvege 1 Roll-on/Roll-off ramp (80 t.) 715 7.5/9 
Maroc 6 noria conveyors for banana 600 7.5/9 
handling 
Canada Indes 1 grain bagging funnel 150 7.5/9 
Quebec a silo (cap. 12,000 tons). 160 7.5/9 
‘apacity 500 t.p.h. 
Avant-Port Henri IV 1 Roll-on/Roll-off ramp (40 t.) 380 4.5/5 
minimum 
Arriere-Port Quai Guynemer 1 Roll-on/Roll-off ramp (120 t.) 
Handling Capacities: 
Loading: 
Coiza oil 200 t.p.h. (from the quay) 
Colza grains 60 tons/man hour 
Grain and wheat 500 t.p.h. (silo) 
Rough timber 23 to 28 cu.m./man hour 
Unloading: 
Colza oil (taken from quay) 
Colza grains 50 tons/man hour 
Sand and gravel 100 to 150 tons/man hour 
Bananas about 3,000 cartons/man hour 
Citrus fruit on pallets 55 to 65 pallets/man hour 
Citrus fruits not palletised 
(cases, cartons, crates) 16 to 21 tons/man hour 
Pre-slung timber about 80 cu.m./man hour 
Bulk timber about 25 cu.m./man hour 
Iron and steel 50 to 60 tons/man hour 


MEDICAL: All medical facilities available. 
FRESH WATER: Supplied by pipeline. There are a great number of 
outlets on the quay. 
FUEL: Available in small quantities; delivered by tanker lorry. 
CONSULS: Norway Denmark 

Sweden Netherlands 
REPAIRS: Good facilities exist, all types carried out. 
DRY DOCKS: Dry dock in the inner harbour, dimensions 130 m. x18 m. 
It can receive ships 12917 m. One lift of 300 tons and 7 repair sites. 
SURVEYORS: Bureau Veritas at Dieppe; Lloyd’s at Le Havre and 
Rouen; American Bureau of Shipping at Le Havre; Det Norske Veritas 
at Le Havre. 
GANGWAY/DECK WATCHMEN: Available if required. 
OPENING/CLOSING HATCHES: According to agreement, either by 
crew or stevedores. 
CUSTOMS ALLOWANCES: Contact French Customs (Tel: 
35.82.24.47) to verify allowances. 
REPATRIATION: Good facilities. 
AIRPORT: Dieppe Saint Aubin (3 km.) has two daily connections with 
Shoreham, England. The nearest main airport is Paris. 
TIME: GMT plus 1 hour, but during the period from beginning April to 
end September (six months) the legal time is advanced by 1 hour (GMT 
plus 2 hours). 
HOLIDAYS: 1st January; Good Friday; Easter Monday; Ascension Day; 
Whit Monday; 1st May; 14th July; 15th August; 1st November; 11th 
November; 25th December. 
POLICE/AMBULANCE/FIRE: Police (Bd. Clemenceau) 35.84.87.32 or 
17. Fire and Ambulance 18 or 35.84.33.00. 
TELEPHONES: No connections on the quays. 
SERVICES: Compass adjusting, etc. available. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Embarkation card or passport is sufficient. 
GARBAGE DISPOSAL: Skips can be provided alongside. Tel: 
35.84.70.07 for service. 
WASTE OIL DISPOSAL: There are waste oil tanks for small quantities 
on Quay Duquesne in Basin Duquesne. Tanker trucks can be obtained 
from Sonolub. Tel: 35.81.07.88. 
SEAMAN’S CLUBS: None. 
AUTHORITY: Port de Dieppe, Quai de la Cale, 76208 Dieppe, France. 
Tel: 35.84.10.55. Telex: Mardiep 180414F. FAX: 35.06.12.56. 
Contact: Henri Follin, Commandant du Port. 


DONGES: Refer to Nantes. 


DUNKIRK: 51.03 N. 02.24 E. (See Plan) 


PORT LIMITS: The seaward boundaries of the port within which a vessel 
is considered to be an “arrived ship” is the Dyck Lightbuoy or the Roads 
if the ship comes from the East. 
APPROACHES: A new route, which allows vessels with draft 9.0 m. 
coming from the North Sea to reach Dunkirk more directly, has been 
buoyed. Vessels drawing 11.0 m. should adjust their course to round 
the Dunkirk Lanby (51° 03.0’ N., 01° 51.8’ E. approx.) after passing 
Ruytingen S.E. Buoy. 

Buoys have been laid to mark the route. 

It is recommended that this route should not be used by vessels not 

having a pilot on board. 

The buoys marking Le Dyck and Haut-fond de Gravelines are liable 

to change. 
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DOCUMENTS: 
Entry Bill (all information about ship), given by Pilot to Master, who 
fills it in and gives it to Harbour Officer. 
To be given to Customs: 
3 Crew Lists. 
3 Passenger Lists. 
3 Copies Stores/Bonded Stores List 
Manifest or copy. 
Form for increase of tonnage. 
Declaration of open spaces. 
3 Lists of objects held by crew. 


PILOTAGE: Pilotage station limits — there are 2 pilotage zones. 
1. The Outer Zone which is limited: 
To the West by the meridian of Calais Lighthouse (Long. 01° 51’ E.); 
To the East, by the meridian of Long. 2° 27' E.; 
To the North, by the line situated 3 miles seawards of the LW mark; 
To the South, by the Calais Pilotage Zone, the coast and the Inner 
Zone defined below. 
2. The Inner Zone limited: 
To the West by meridian Long. 02° 08’ E.; 
To the North, by a continuous broken line constituted by the parallel 
Lat. 51° 03’ N., the line of the coast, the meridian Long. 02° 20’ E., 
the parallel Lat. 51° 04’ 30” N.; 
To the East by the meridian of Dunkirk Lighthouse (02° 22’ E.); 
To the South by the end of the water levels of the autonomous port 
of Dunkirk. 

Pilotage is compulsory in Inner Zone for ships over 150 n.r.t. or ships 
of max. length 50 m., or with dangerous cargo. 

Pilotage compulsory in Outer Zone for ships not fitted with VHF, or 
over 1,000 nett tons or max. length 100 m. or with dangerous cargo. 

Vessels coming from the West should call Pilots 12 hours before 
arrival or when leaving the former harbour. This message must be 
confirmed by the vessel 4 hours before arrival at Dunkirk Lightbuoy or 
2 hours before arrival on roads of Dunkirk East or Dunkirk West, at E12 
Buoy or by VHF by calling “Pilot Dunkirk” on Channels 16 or 72 or by 
telephoning 21.35.69.93. ETA to state: ETA (at pilot station). Length of 
the ship. Draft. Place where the Pilot is requested: Dyck/Dunkirk 
Lightbuoy; Dunkirk Roads; Zuydcoote Pass. 

ETA will be considered null and void if vessel does not arrive within 
2 hours of stated ETA. 

The Pilot Station is equipped with a watch tower with radar, a 
helicopter based at Calais-Dunkirk Airport, a pilot boat base at Calais 
port and a pilot boat base in Dunkirk East Harbour. 

Ship's Departure: Sailings must be ordered at the Harbour Office, pilot 
station, towage office and linemen's office. 

Pilots: For a sailing between 0800 and 2000 hrs. 1.5 hours’ notice is 
necessary to Pilot for the ships moored in Dunkirk-East (Mardyck Bassin 
excepted) a 2 hours’ notice for ships moored in Mardyck Bassin and 
Dunkirk-West. 

For a sailing between 2000 hrs. and 0800 hrs. vessels are required 
to give notice to the pilot office before 1600 hrs. and to order the Pilot 
before 1800 hrs. 

Report: July 1990. 

Following received by Master from Agent: 

ETA Dunkirk: Agent will advise all parties, but Pilot Station requires 
information directly from ship 12 hours, 6 hours (Telex: 820902); 3 hours, 
2 hours (VHF); and permanent contact prior to arrival. 

New pilot procedure: Boarding either by helicopter or fast launch. 


ANCHORAGES: Large vessels waiting for entrance must anchor in the 
area West of Dyck Lightbuoy. In bad weather, ships may anchor off 
English coast, in the roads of Les Dunes, with good mooring ground of 
sand and mud 20 m. deep. On the Roads of Dunkirk, ships must anchor 
East of Buoy E.1 so as not to disturb the entrance of ships. 


RESTRICTIONS/MAX. SIZE: Movement of vessels: Normal operating 
conditions. Exceptionally, dispensations may be given by port services 
after study of specific cases. 

Eastern Port 

VIA CHARLES DE GAULLE LOCK: 

ENTRY: By day: Passage to breakwaters from sunrise to sunset. 

Before HW (HW -—3 hours). LOA 250 m. or less — max. draft 
12m. After high tide (HW +2 hours). Length 289 m. (tolerance 5 cm.) 
plus 1% or under if vessel is engine-driven and length 265 m. or under 
if vessel is turbine-driven — max. draft 14.20 m. Beam 45 m. (tolerance 
5 cm.). 

After agreement of Captaincy/Pilotage/Tugs is obtained, a second 
vessel can be taken at the entrance, up to 2 hours after high tide, 
providing its draft is 12.80 m. or under and beam 40 m. or under. 

If tugs have to be changed during the entry manoeuvres of 2 large 
vessels, the Master of the vessel using the tugs must be warned in 
advance by a message from the Captaincy. 

At Night: 

Before high tide (HW —3 hours). Length 250 m. or under — max. draft 
12 m. Beam 40 m. or under. 

After high tide (HW +2 hours). Length 250 m. or under — max. draft 
12.50 m. Beam 40 m. or under. 

SAILING: 

If length 251 m. or over and beam 39 m. or over, register for sailing 
between 1 hour before sunrise and 1 hour before sunset, except for 
Berth AP 1, and ships moored at West of this point where interval is 
brought to 1 hour 30 minutes before sunrise or sunset and 2 hours for 
ships moored at the Bulk Pier heading Westward. 

From tide-coefficient 95 onwards (h=5.85 m.) no registration required 
between HW — 3.5 hours and HW — 0.5 hours. 


668 


If the length is between 250 m. — 251 m. and beam is under % 
Sailing registration possible from 0500 to 2200 hrs. (Summer aNd Wa 
except for tankers, where length is still limited to 250 m. and beamy, 
39 m. 

If length is under 250 m. and beam is under 39 m. sailing registra 
day and night without restriction. 

Draft on sailing: 14.00 m. 

Conditions for sailing: 

Beam 42 m. or less. 

Sailing by day with registration of vessel between 1 hour 30 Ming 
before sunrise and 1 hour 30 minutes before sunset if the vesse, 
Quai de Grande-Synthe or 1 hour before sunrise and 1 Hour bes 
sunset if the vessel is at the Grain Quay. 

Registration of vessel: 5.30 hours before high water or 2 hours ba 
high water if vessel at Quai de Grande-Synthe. 

4.30 hours before high water or 1 hour before high water if vesy 
at Grain Quay. 

Navigation depth in the channel — 13.5 m. minimum. 


VIA WATIER LOCK: 
Passage prior to high tide: Max. draft 10.50 m. — beam 32 m. orug 
Passage after high tide: Max. draft 10.00 m. — beam 32 m. or in 
Max. length (before or after HW). 
By Day: Length 230 m. or under with no vessel at Mole V. Length 2%, 
or under with vessel at Mole V. 
By Night: Length 220 m. or under with no vessel at Mole V. Ley 
210 m. or under with vessel at Mole V. 


VIA TRYSTRAM LOCK: 

Max. draft 8 m. — beam 22 m. Length 150 m. or under on leaving» 
Tixier Lock pumps stopped on Pilot's request. Length 140 m. or uy 
on entering port, Tixier Lock pumps stopped on Pilot's request. 


CHANNEL — MARDYCK LOCK: 
Usable length: 144 m. 
Usable width: 11.40 m. 
Draft: 3.20 m. for canal level of 0.66 m. 
Air draft: 5.05 m. for basin level of 6.30 m. 
Speed in channel: 10 km./hr. in ballast, 8 km./hr. loaded. 


DUNES CHANNEL — DUNES LOCK: 
Connects the East and West sections of the port. 
Length of lock: 185 m. 
Usable width: 11.40 m. 
Max. Draft: 5.0 m. 
Air clearance under bridge with 7.0 m. water height. 
Bridge lowered — 5.25 m. 
Bridge raised, dimensions of side wall — 15.0 m. 
Theoretical depth of channel — 3.50 m. 
Max. speed — 6 knots. 
Note: Gas Carriers are not accepted in this lock. 


BP BERTHS: 

By day and by ne, on direct entry or with tow relinquished: Ley 
250 m. or under. Draft 12.50 m. or under (this can be extende! 
12.80 m. max. dependent on water level in basins). 


DRY DOCK 6 — DOVER — PANAMA QUAYS: 

Large vessels may manoeuvre in good visibility and wind less 
Force 5 Beaufort. 

Max. dimensions of vessels admitted to Dry Dock 6: 

Length 289.05 m.xbeam 45.05 m.xdraft 6.50 m. Bow/8.5 m. Se 
through de Gaulle Lock. 
On Relinquishing Tow: Entry and sailing registration on Dock 6: 

By day, registration from sunrise less 1 hour to sunset less 2 hw 
for vessels length 251 m. or over or beam 39 m. or over. 

Registration from 0500 hrs. to 2200 hrs. if length between 250 m# 
251 m. and beam under 39 m. No limit on registration time if leng? 
250 m. or under and beam is under 39 m. 
Entry Direct of vessels length over 250 m. and/or beam over %° 
passage to jetties when daylight 2 hours after HW — latest time 2 ho 
before sunset. 
Direct Sailing to Sea from Dock 6 of vessels length over 250 m. a 
beam over 39 m.: Registration from 1 hour before sunrise to 3h 
before sunset. Direct sailing to sea from Quai de Douvies on Qué! 
Panama if length over 250 m. and/or beam over 39 m., registration? 
1 hour before sunrise to 2 hours 30 minutes before sunset. 
Note: Mole V, Eastern section, must be clear for vessels of length» 
250 m. swinging in front of Dry Dock 6 and Watier Amont Quay fe! 
passage of vessels of length over 250 m. via Brocquaire Channe 


RECOMMENDED DRAFTS FOR SAILING OR 
TOW RELINQUISHING MOVEMENTS 


Length 150 m.-180 m. 180 m.-205 m. 205 m.-230 m. 230 m2! 
Draft B5Sm-S6m. B6m-S7m. B7m-S8m. BgMST 
B=Bow, S=Stern. (except for rep 


Western Port: 
FLANDERS TANKER BERTH: : 
In Normal conditions of Dredging — Entry: Passage to jetties © 
sunrise to 1 hour before sunset if length over 300 m.; entry by 04/* 
by night if length is equal to or less than 300 m. : 
Before high tide (3 hours before HW at Dunkirk East). Draft 192 
After high tide (HW at Dunkirk East plus 2.5 hours). All 
draft 20.50 m. 
Tugs must be present at “DW 13/DW 14” 45 minutes >” 
theoretical time of passage to berths of the tanker they are sew"? 
Theoretical Number of Tugs: 


D.w.t. D.w.t. No. of tugs 

under 125,000 3 According to Pilot's req 
125,000- 175,000 4 According to Pilot's 
175,000— 250,000 5 According to Pilot's 


250,000 and over 5o0r6 According to Pilot's 


, Sailing registration from 30 minutes before sunrise to 1 hour 
Sn ses before sunset if length over 300 m.; sailing without restriction 
% in if equal to or less than 300 m. A e 
length is greater than 300 m.: With coefficient over 95, no sailing 
ation from HW — 3 hours to time of HW. The interval between 
stration time for sailing of a tanker from the Flanders Tanker Berth 
ihe time of passage to the jetties of an incoming tanker must not be 


iss than 3 hours. w 
Recommended draft on sailing: 
Length 280 m. or under Length over 280 m. 
8 m. bow/9 m. stern 9 m. bow/10 m. stern 


No. of tugs to be used: , bf. 

Dw.t. under 150,000 tons — 3 according to Pilot's request. 

p.w.t. over 150,000 tons — 4 according to Pilot's request. 
Note: Wherever possible, between buoys DW 14 and DW 16, large 
vessels leaving Dunkirk East should not cross tankers entering Dunkirk 


7 
NEAVY LIFT QUAY: (Quai Pondereaux Ouest (Q.P.O.)) 

Entry: From sunrise to 1 hour before sunset if length over 300 m. and 
vessels bow Southward. 

Sailing: If vessel's bow Southward and LOA less than 289.05 m. — no 
restriction. If LOA over 289.05 m., registration from 30 minutes before 
sunrise to 1 hour 30 minutes before sunset. ; 

On entry by day the vessel can be positioned with bow facing North 
{length equal to or less than 270 m. and draft equal to or less than 
16.0 m. 
ral before and after high water 18.0 m. 

Heaving off at Heavy Lift Quay/Eastern Port — length up to and 
ncluding 289 m., beam up to and including 45 m., draft 14.20 m. and 


Minimum registration for ps off, 5 hours before passage to quays 
of Eastern port. Priority on entry if length greater than 250 m. and draft 
reater than 12.5 m. 

PERATION OF S.F. BP OIL BASIN BERTHS: 


Middle BP Berth: 
Max. draft 12.5 m. Length 245 m. 
Max. distance stern/connection 122.5 m. 
South BP Berth: 
Max. draft 10.5 m. Length 230 m. 
Max. distance stern/connection 120 m. 
Coaster Berth — North Face: (No longer equipped for commercial 
operations). 


(a) West Part, from Bollard 2.5 to Bollard 7 (quay length 80 m.) — 
Max. draft 6.5 m. 

(b) East Part, to the East of Bollard 7 (length of quay 90m.) — 
Max. draft 7.5 m. 

Max. length of vessels admitted to coaster berth is 120 m. with a draft 
of 6.5 m. 

Coaster Berth — South Face: Solely reserved for river traffic. 
Bunker Berths: Reserved for bunkering craft. 

Note: The drafts shown correspond to a minimum water depth in the 
basins of 5.3 m. 

At all BP berths, vessels are positioned bow facing West. 

Vessels of larger dimensions than those covered by this note can be 
admitted to the following berths only after prior study and subject to 
special conditions of draft, berthing and securing cables, etc. 

Overflow rafts: See Article 412 of Permanent Instruction No. 57. 

Max. length of vessels, with draft of 12.5 m. transiting Brocquaire 
Channel is fixed at 250 m. 

HEALTH: For ships coming from (a) All European Countries: Declaration 
ot Health is not obligatory but general International Certificates are 
controlled. (b) Other Harbours: Admission subject to Declaration of 
Health and usual controls of certificates. Admissions in Free Pratique 
only in daytime except special cases (intervention of a physician). 
Request for Free Pratique may be made to Sani-Port, Dunkirk, through 
Soulogne Radio. In case of necessity, health service can — on request 
~ intervene at night. 

RADIO: Dunkirk Harbour Station (FFF), VHF call sign “Dunkerque Port”, 
for messages about port service through VHF Channels 73 and 16. 
* eal other than in VHF made through Boulogne Radio 


VHF: Dunkirk Port Station maintains continuous watch on VHF, 
Channels 73 and 16. 
— There is radar at the control tower of harbour. It is not a guiding 


Wee: Tugs normally join vessel between Buoys DW.28 to DW.30 and 
W.16. Smaller vessels are joined by tugs in the outer port. 
F On departure tugs must be ordered with a 2 hour notice for Dunkirk- 
“ast and a 4 hour notice for Dunkirk-West. Moreover, for manoeuvring 
Setween 1900 hrs. and 0700 hrs. tugs must be reserved before 
800 hrs. and ordered before 1800 hrs. 

ltis Possible to cancel or delay any order for tugs, without indemnity, 
oe this request is done with a 1 hour (daytime) and 2 hours’ (night- 
he ®) notice for Dunkirk-East, with a 2 hours’ (daytime) and 4 hours’ 
ight-time) notice for Dunkirk-West. 

Also see “Restrictions”. 


CONTAINER FACILITIES: Dunkirk-West: Quai de Lorraine and Quai 
= andre. Total length 1,200 m. equipped with 3 container gantry 
anes capable of lifting 45 tons on spreaders for 20 ft. — 40 ft. units. 


OLL-ON/ROLL-OFF FACILITIES: Dunkirk-West: Quai d’Alsace is 

'Pped for direct transhipment of vehicles, trailers and wagons. Quai 
of vehi aine is Provided with movable steel ramps for direct transhipment 
“ icles and trailers. A fixed quarter ramp has been installed at the 
Vehicles” of Quai de Lorraine. Quai de Ramsgate for shipment of 


anki East: Quay Freycinet VII, the berth South of Freycinet VII, has 

tak need with a fixed ramp for roll-on/roll-off for ships up to 8 m. 

then 22 m. beam, and Quay Freycinet XIII, South part, is fitted with 
ramp for ships up to 12.50 m. draft. 
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BERTHING: Berthing priority is decided by Port Captain's office. Vessél 
is informed by radio of the location and priority given to her. 


Min. Depth 
Dock Quay Length of water 
(m.) (m.) 
4 Freycinet | (North Part) 196.7 6.90 
(South Part) 299.0 5 
1 Freycinet Il (North Part) 95.6 7.30 
(South Part) 155.9 , 
1 Freycinet II! 496.7 7.80 
Front du Mole 1 187.3 7.20 
2 Freycinet IV 430.6 7.60 
2 Freycinet V 630.0 7.40 
Front du Mole 2 146.0 7.70 
3 Freycinet VI 528.4 9.10 
3 Freycinet Vil 516.8 9.40 
Front du Mole 3 114.3 9.40 
4 Freycinet VIII 558.3 9.40 
4 Freycinet IX 500.6 9.40 
Front du Mole 4 126.4 7.80 
5 Freycinet X 484.5 11.20 
5 120.2 10.10 
5 Freycinet X! 446.8 11.00 
Front du Mole 5 406.6 10.30 
6 Freycinet Xil 715.9 12.80 
6 Fond de Darse 6 177.6 12.50 
6 Freycinet Xill 702.2 12.70 
Front du Mole 6 165.6 4.80 
Upstream West Watier Lock 104.0 4.80 
Quai des Monitors (Tidal Quay) 431.2 5.00-7.00 
Oil Port N. central station 95.0° 13.50 
Oil Port S. central station (1) 95.0° 11.20 
Oil Port N. coasting station 200.0 8.00 
Oil Port S. coasting station 200.0 3.50 
Bassin Maritime Grain berth 195.0 14.50 
Bassin Maritime Quai Usinor No. 5 & 6 703.5 17.30 
Bassin Maritime Quai Usinor No. 2,3 & 4 649.1 14.30 
Bassin Maritime Quai Usinor No. 1 277.3 8.00 
Bassin Maritime A.P. Berths No. 1 & 2 507.5 17.00 
Bassin Maritime Berth No. 4 262.0 10.70 
Bassin Maritime Berths for general cargo 
(E. section for barges) 282.5 5.00 
Bassin Maritime General cargo berth 618.0 14.30 
Bassin de Mardyck Appt C.F.R. Poste Est 170.0° 12.40 
Bassin de Mardyck Appt C.F.R. Poste Quest (2) 65.0° 17.00 
Bassin de Mardyck Quais du Braek (3) 85.0 6.50 
Bassin de Mardyck Quai de |'Escaut 643.0 12.00 
Fore-port — West Appt petrolier C.F.R. (4) 105.0° 22.00 
Dunkirk West 
Quai d'Alsace Ferry berth 132 7.00 
Quai de Ramsgate Ro/Ro 180 8.00 
Quai de Lorraine Ro/Ro and Container berths 260 6.20 
500 12.70 
Quai de Flandre Container Berths 600 12.70 
Quai Pondereux Ouest Heavy Cargo, Bulk (5) 645 15.00-20.00 
Quai Aluminium Aluminium 225 13.00 
Dunkerque Aluminium (barges) 171.5 4.50 
*platform 
(1) Maximum length of vessels permitted: See “Tankers” — S.F.B.P. 
Oil Basin Berth. 


(2) Maximum size of vessels permitted: 
E. station of CFR berth 240 m. and 11.50 m. draft. 
W. station of CFR berth 275 m. and 14.2 m. draft. 
(3) Maximum length of vessels permitted: 105 m. 
(4) Maximum length of vessels admitted: approx. 360 m. 
(5) Max. size permitted: Without lightening. 
Entry 3 hours before HW: Max. length 310 m. Max. draft 18.0 m. 
Entry 2 hours after HW: Max. length 310 m. Max. draft 18.0 m. 


CRANES: 


Electric Cranes: Cranes Cranes Cranes Cranes Cranes 
of 3t of 6t of 10t of 15t 7.5/10t 


Quai de reparations 1 
Quai a marchandises 
diverses 2 3 
Freycinet | 
Freycinet III 
Freycinet IV 
Freycinet V 3 
Freycinet VI 
Freycinet VII 
Freycinet VIII 
Freycinet IX 
Freycinet X 2 
Freycinet XI 
Freycinet XII 4 
Fond de Darse VI 
Freycinet XIll 
Quai de Suez 
Quai de |l'Escaut 2 1 
2 Sugar Loaders at Freycinet IX. 
1x50 ton Crane at Quai de |'Escaut. 
4 Gottwald cranes on rubber wheels. 


SN 


nyo @© WW 


Floating Crane: 


Outreach measured 
from the pontoon Height 


Number Lifting ———————————-_ under Power Equipment 
of cranes power max. min. hook agent Type hooks tonnes 
1 (bigue) 250 7.20 5.00 32.00 Steam Construc- 2 125 
125 15.70 8.00 50.50 tion 2 62.5 
hollandaise 1 5 


Mobile Cranes (Port Services): 1 at 6/10 tons and 2 at 17/36 tons. 
Possibility of mobile cranes from other yards. 
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BULK HANDLING FACILITIES: Bulk Quay No. 1, formerly known as 
the ore quay. Equipped with 2 gantry cranes. Principally used for iron 
ore destined for Usinor Dunkirk and Usinor Valenciennes. There is a 
loader for slag at the Western part of the Quay. 

Bulk Quay No. 3, an extension of the Usinor Quay for iron ore cargo. 
Equipped with 3 gantries of 50 tons capacity. Permissible draft 14.20 m. 

Quai de Grande-Synthe, situated West of Bulk Quay (Appontement 
Pondereux). Berth is 600 m. long with a min. depth alongside of 14.8 m. 
Bulk carriers of 80,000 d.w.t. with a draft up to 14.2m. can be 
accommodated. 

Unloading equipment consists of 3 cranes with grabs, each with a 
max. discharge capacity of 565 t.p.h. 

A new silo is situated at Quai de Grande Synthe. Capacity 150,000 
tons. Permissible draft 14.0 m. 11,000 t.p.h. shiploader. 

The second new silo, (Silonor), will have horizontal handling and 
storage under a shed of 140,000 tonnes. 

Sugar is handled at Freycinet No. 9 silo capacity 83,000 tonnes. 
Dunkirk-West: The Western Bulk Terminal (O.P.O.): For large bulk 
carriers (iron ore and coal) with 1 berth for vessels up to 220,000 d.w.t. 
Coa = dredging conditions). Equipped with 2 x50 ton grab gantry 
cranes linked to storage yard with a 600,000 cu.m. capacity. 

Aluminium Dunkerque (Pechiney): Quay length 225m., depth 
13.00 m. Quay for barges length 171.5 m., depth 4.5 m. 

BRIDGES: Bridges of locks and wet docks are closed to navigation for 
short periods to allow work hands to go. The maritime traffic is practically 
never disturbed. 

OIL TANKERS: The following tanker berths are available: 

West Port: Flanders Oil Berth: max. draft 20.50 m. Discharge lines to 
Total Refinery, and to the B.P. Refinery. The access channel has been 
dredged to a depth of 22 m. at L.W. The turning circle at the entrance 
to the Outer Port West has a diameter of 1,400 m. Max. discharge rate 
20,000 cu.m./hr. 

East Port: S.F.B.P. Oil Dock. 

Middle wharf North, max. draft 12.50 m. Loading/discharging lines 
2x22 in. and 3x16 in. lines, bunker line 16 in. diameter. 

Middle wharf South, max. draft 12 m. Dimensions of lines as for Middle 
wharf North. 

Coasters Wharf, max. draft 7.50 m. Loading/discharge lines 6 in. 
Bassin de Mardyck Oil Port: Appt C.F.R. — Poste Est. Max. draft 
11.70 m., Poste Ouest draft 14.20 m. 

Facilities for discharge of dirty ballast are available at all main tanker 
berths. 

Stocknord Pier: Pier of length 440 m. with 4 platforms. 

P.1 — For barges only. 

P.2—For barges and coasters up to 100 m. length and 8.50 m. draft. 

P.3 — Oil and Gas. For vessels up to 100,000 d.w.t., 280 m. length 
and 14.20 m. draft. 

P.4 — Gas only. 10,000 d.w.t. Max. length 160 m. and draft 9.5 m. 

C.P.A. Quay: Berth at Mole V. Mainly for Fuel and Vegetable Oil. 
For vessels up to 250 m. length and max. draft 9.60 m. 

Also see “Report” dated August 1990. 

GAS TANKERS: 

Appt. C.F.R.: Bassin de Mardyck: 1 berth for butane and propane. 
East side of pier for vessels up to 11.60 m. draft. 

Stocknord: Bassin de Mardyck. The total length of the quay is 440 m. 
with a width of 30 m. 

Alongside this quay, are berths or platforms P1, P2, P3 and P4. 

P1 and P2: Oil only. 

P3: Coasters of 90 m. LOA and tankers of 280 m. LOA, d.w.t. 100,000 

tonnes on East side of pier. 

P4: Coasters LOA minimum 60m. and gas-carriers of LOA max. 

160 m., max. d.w.t. 10,000 tonnes on West side of pier. 

Products: LPG, ethylene, FR and PP. 

P3 can take LPG products and chemical products: Vessels up to 
280 m. length. 

Distance from P3 to storage areas: Approx. 800 m. with a 10 in. line. 

Nitrogen in gas-form available on site (2 in. and 3 in.). 

P4 is for vessels of LOA 160 m. max. with a d.w.t. of 10,000 tonnes, 
and a max. draft of 9.5 m. Beam — no limits. 

Products: LPG, derivates, propylene, ethylene, butadine. 10 in. lines 
and arm flanges of 8 in. ASA 300. Products can be refrigerated or at 
ambient temperature. 

Connection with P3 and with the storage areas. 

Nitrogen in gas-form on the quay (2 in. and 3 in.). 

Length of platform: 25 m. Width of platform: 12 m. Height above water 
ine: 5m. 

Loading and discharge by 8 in. Luceat arms. 

Tidal movement at the quay is minimal: Approx. 1.0 m. min./max. 
Predominant winds from the West. 

Transhipment from vessel to vessel can take place at Berths P3 and 
P4 by connection line between the two berths. 

The possibility of transhipment with a first vessel berthed and a second 
connected to it is accepted. For this to happen: 

1. Advise the authorities minimum of 24 hours before the operation. 

2. A technician must be on hand. 

3. The owner must supply hoses and defences. 

4. Port rights and occupation of the quay is to be discussed with the owner. 

5. A tug must be available for both vessels. 

6. If the wind is blowing above Force 5, the operation must be stopped 
and the connected vessel must go out to the roads with Pilot and tug, 
if the quay which can accept the type of vessel is not free. 

7. Transhipment from vessel to vessel via connection lines from Berth 
P4 and Berth P3. If during this operation a priority vessel must at all 
costs berth, the operation of transhipment must be stopped and one of 
the vessels must connect up to continue the operation or go out into the 
roads (Pilot and tug necessary). 

Port Entry: |t must be emphasised that the depth of water at the port 
entrance towards the Mardyck Basin at Charles de Gaulle Lock, foreport 
East is 14.20 m. max. with a beam of 45.05 m. maximum. 
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Storage facilities: At approx. 800 m. from the Stocknord quay. 2 & 
Propylene storage points of around 3,500 cu.m. each take 
the account of the company CDF Chimie. They have a service Pres, 
of 15 kg/sq.cm. and a temperature of — 10°C. 
From these 2 facilities, it is possible to load/discharge to and 
lorries (18 tonnes) or trucks (45 tonnes). 
Consumption of vapocracker (set for between 300 tonnes and § 
tonnes per day) is with the use of propane and naphtha. 
List of storage points at Stocknord: 
23,500 cu.m. Propane—butane—Btd—propylene 
operating pressure 15 kg./sq.cm. 
Minimum temperature — 10°C. 
117,000 cum. C2 
1x17,000 cu.m. C3 
1x9,000cu.m. C4 


8x6,000 cu.m. Essences 

9x6,000 cu.m. Pyrolised essences 

620,000 cu.m. Naphtha, gasoil, diesel and fuel oil 
2x2,000 cu.m. (drums) chemical products 
11,000 cu.m. (drums) chemical products 


Trains—trucks: Stocknord can hire, load, discharge trucks or lorries 
By truck: convoys of 1,000 tonnes of all products and throughout Fran 
By lorry: 15-20 tonnes LPG-ethylene, etc. 

By truck: 45-50 tonnes each, filling in groups of 6; for each grow, 
trucks filling takes approx. 20 minutes for all liquid products. 
Nitrogen: Possibility of degassing at Berths P3 and P4 (from 8m) 

1,000 cu.m. per hour of nitrogen in gas-form). 

Heater: Currently, there is a propylene land-based heater (350 cy» 
hour) of the steam type working from —47°C to +5°C. 

This heater can be connected to the lines of the new propane stor 
facilities: time involved, approximately 1 month. 

STEVEDORES: Each Master will contact his consignee. 

MEDICAL: Hospitals and all medical facilities. 

DENSITY: Sait. 

FRESH WATER: Available in unlimited quantities. Numerous hydra 

on all wharves. 

FUEL: Supplied by barges or tank lorries if no connection at whart. Fy 

diesel and gas oil available. Requests for bunkers must be mz 

48 hours in advance to Agents. 

FIRE PRECAUTIONS: The preventive measures are taken for tanie 

are those of the |.M.O. recommendations. Rounds of the port office 

Ship's Master is given instructions of the harbour concerning tankes 

necessary when filling the |.M.O Check List. In case of storm, 

Harbour Officer can stop loading or discharging. 


CONSULS: 
Belgium Greece Portugal 
Brazil Italy Spain 
Denmark Netherlands Sweden 
Finland Norway United Kingdom 
Germany 

REPAIRS: All repairs possible. 

DRY DOCKS: 

Usable length Max. Ma 
at at Level Admissable’ length bes 
top bottom sill draft of ship of ship ols 
(m.) (m.) (m.) (m.) (m.) __(m 

Dry Dock No.5 112.72 108.05 2.05 6.30 107 135 
Dry Dock No. 3 90.36 86.40 0.55 5.40 80 9 
Dry Dock No.4 192.98 190.77 1.85 7.05 160 20s 


Dry Dock No. 6: Length 310m. Width 50 m. Max. length of vessel 28! 
Max. beam 45m. Max. draft bow 6.50 m., Stern 8.50m. Crane 1x25 0 
capacity available. 


Cranes 


Floating Docks: 
Characteristics of the dock Dock 20,000 T 
Overall length 206.00 m 
Length on blocks 185.00 m 
Width 32.00 m 
Optimal characteristics 
of ships which can be docked 
Overall length 215.00 m. 
Overall beam 30.00 m. 
Maximum draft 8.30 m. 
Variation of draft allowed 2 cm./m. 
i i I ee 


GANGWAY/DECK WATCHMEN: Guarding is strongly advised. 
OPENING/CLOSING HATCHES: Carried out by crew. 
CERTIFICATES: 

Certificate of Nationality. 

International Certificate of Tonnage. 

Certificates from the Classification Office where ship is regisi#* 
especially: 

Certificate of Freeboard. 

Classification Certificate, engine and boiler. 

Classification Certificate, hull. 

Classification Certificate, electric equipment for tankers. 

List of Hoisting Apparatus. 

Derat Certificate. 

TOVALOP Certificate or similar for tankers. 
CUSTOMS ALLOWANCES: Tobacco: Amount allowed for ® 
member of crew: 200 cigarettes or 200 gramme tobacco. Wine are’ 
Spirits: 1 bottle. 
AIRPORT: Calais, Marck, 35 km.; International airport of Lille Les 
80 km. 
TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer 8 
HOLIDAYS: 1st January; Easter; Whitsuntide; 1st May; 14th July 
August; 1st November; 11th November; Christmas. On public 
handling operations can be carried out from 0600 hrs. to 1200 Ns 


_— 


— 


poLICE/AMBULANCE/FIRE: Police 17; Ambulance 28646054; 


reBHONES: Connections possible at all berths. 
(CES: No specific port equipment for gas-freeing. Dirty ballast can 
received at all oil terminals and by barges of the Port Service. 
be weass adjustment, radio repairs. 

RE LEAVE: Crew are allowed ashore. 2: 
iDENTIFICATION CARDS: An official identity certificate is compulsory 
asnore (Passport, Identification Card, Seaman's Book, etc.). 

GARBAGE DISPOSAL: Under International agreements and port 
agulations, all vessels are required to evacuate, prior to departure, all 
wastes and garbage accumulated during their stay. For this purpose, 
e bags may be obtained from agent, which should be placed 
ful inthe blue and white containers located on each quay. Disposal 
of industrial and liquid waste can only be effected through private 


nies. 
WASTE OIL DISPOSAL: Various companies can facilitate the disposal 
of waste oil and oily water mixtures. Contact Port Authority for further 
details, Tel: 28.29.70.70. 
SEAMAN’S CLUBS: The Seafarers Centre, 130 Rue de l'Ecole 
vaternelle, 59140 Dunkerque, France, Tel: 28.59.04.20. Facilities 
sdude shop, telephone, church office, football matches, minibus 
soliection, postage, various games, TV lounge, newspapers, hospital 
sits to seamen. 
CURRENCY: French Franc (FFR). 
DEVELOPMENTS: Canal des Dunes (connects Dunkirk-West and 
Ounkirk-East) for barges with length 180m., beam 11.4m. and 
draft 5.00 m. 


SHIPMASTER’S REPORT: December 1988 (Updated 1994). 
pilotage: The pilot boards from a small launch or helicopter. Alternatively 
the pilot can board at Calais. Pilot on VHF Channels 16, 6 and 72. Pilot 
Office Telex No. 820902. 

ff vessel wishes to order a pilot for leaving, a minimum of 2 hours 
notice is required. 

The transit time, including lock time, from time of pilot boarding until 
alongside in Stocknord (Mardyck Basin) is about 3 hours. Only one pilot 


used. 
Anchorage: The anchor is 1.2 miles N.W. of Dunkirk light-float. The 
anchorage is exposed and the holding ground is poor. Vessels are to 
report to Dunkirk Pilot before anchoring. 
Approaches: The approaches to the East Port are well buoyed. For 
age vessels the entrance is narrow, especially when swinging to 
starboard to enter Charles de Gaulle Lock. 

Maximum size for entering the Lock: LOA 289.05 m., beam 45.05 m. 
and max. draft 14.2 m. 
Tugs: Number of tugs required depends on size of vessel. Tugs meet 
vessel outside the breakwaters. Tugs require 4 hours notice and 2 hours 
cancellation notice at night, otherwise a charge is made. 
ed Stocknord and C.R.D. Berths for handling LPG in Bassin de 
Mardyck. 

Stocknord is the Western of the 2 piers. The berth is capable of 
accepting the largest gas and product carriers. Vessel berthed head in. 

Ethylene is handled at Berth No. 4 at the North West end of Stocknord 
ier. A mooring boat is available for running lines. Vessel berthed with 
2headlines and 2 springs, fore and aft. 
Cargo: Ethylene storage 5,000 cu.m. C2, C3 and C4 are imported and 
exported. The shore liquid arm is 8in. (150 ASA) with automatic 
‘sconnect coupling fitted with a 6 in. (300 ASA) reducer. The vapour 
eum line is a 6 in. (150 ASA) flexible hose. Shore supply the reducer 
and connect/disconnect the lines. The rate of discharge varies according 
‘what the plant is doing with production. Sometimes one pump is used 
and at other times 5 pumps are used. 

The shore plant places a telephone on board for communication with 
‘ne Loading Master. 
an Surveyor, who came from Terneuzen, stays on board most of the 


Fresh Water: Available. 


REPORT: The following telex was received by a vessel from Agent in 
August 1990: 


ten find hereafter general information concerning your call at 
Ir: 


'!) Receivers: Messrs. Stocknord — Telex: 130065. 
(2) Berth: Stocknord Terminal — Pier 3. 
3) Connections: 2x12 in. 
4) Discharge: Empty tank ashore — no back pressure. From 
experience, turnaround is about 24 hours, 
5 vel including analysis prior to discharge. 
Facilities: Shore gangway — no shore crane — no lorry 


access (only lub oil in bulk with lorry fitted with 
special safety equipment). Bunkering: only by 
barge (concurrently with discharge). Fresh water 


8 available. 
ETA France: Please kindly remember following telex 
numbers: 
SURNAV Marine/Cherbourg 170495 
France: Marine/Brest 940527 


Cross/Gris-Nez 130680 
Information directly from ship only is considered 
as Official. 
Attention please to New Pilotage Procedure: 
Agent will advise all parties, but Pilot Station 
requires information directly from ship 12 hours, 
6 hours (Telex 820902), 3 hours, 2 hours (VHF) 
and permanent contact prior arrival. 
New procedure Pilot/Dunkerque — boarding 
either by helicopter or fast launch boat, please 
kindly update ship’s book. 


”) ETA Dunkirk: 


FRANCE 


Pilot will arrange tugs order when on board, 
after meeting with Master. 
Awaiting receivers instructions at this stage. 
Upon arrival, please kindly prepare following 
documents: 
The Ship's Register. 
5 Crew Lists, 3 Stores Lists, 3 Crew 
Declarations, Cargo Manifest/Sailing Clearance 
from Last Port, Original Bill of Lading to 
receivers and copy to Agent. 
We need as soon as possible, when known, 
following information: 

Best ETA please. 

Draft on arrival fore/aft. 

Ship's and B/L figures — kilos/liters/API. 

Your requirements. 
Acknowledgement of this message is kindly required when 
received. 
Please kindly read carefully, especially No. 7 (New Pilotage 
Procedure). 


(8) Tugs Order: 


Prospects: 


(9) 
(10) Documents: 


Information: 


(11) 


(12) 
(13) 


AUTHORITY: Port Autonome de Dunkerque, Terre-Plein Guillain, B.P.6/ 
534, 59386 Dunkerque Cedex 1. Te/: (33)28.29.70.70. Telex: 820055 
Poronom, Dunkq. FAX: (33)28.29.71.06. Contact: Monsieur du Mesnil, 
Port Director. 

Harbour Office: East Harbour 28.29.72.62. West Harbour 28.29.72.79. 
Telex: Capdk 130972 F. FAX: 28.29.72.75. 


FECAMP: 49.46 N. 00.22 E. 


DOCUMENTS: 
2 Crew Lists. 
2 Custom Lists. 
1 Health Form. 
Ship's Register. 
Cargo Manifest. 
Bills of Lading. 
PILOTAGE: Pilots informed of arrivals by Agents. Pilots wait at port 
station 2 hours before HW each tide. Inform Harbour Master by VHF 
Channel 16. 
ANCHORAGE: Half mile West of jetties. 
MAX. SIZE: 
Spring Tides: Length 105 m., beam 17.0 m., draft 7.25 m. 
Neap Tides: Length 105 m., beam 17.0 m., draft 6.00 m. 
HEALTH: Pratique obtained when Customs Officer boards few minutes 
after berthing. 
RADIO: Boulogne Radio. 
VHF: Harbour radio station keeps watch on Channel 16. 
Vessel arriving at Fecamp, or waiting in roadstead must keep watch 
on Channel 16. 
TUGS: None. Pilot boat can assist ships with berthing. 
BERTHING: 


(See Plan) 


Berth Depth Length Remarks 
(m.) — (m.) 
Outer Harbour 
Grand Quai 1.50 140 Heavy swell by W.N.W. wind. 
80 Moorings for local fish boats. 
60 Swell absorber (N.E. end) 
Inner Harbour 
Quai de la Peche —1.60°9 62 
Nouveau Quai du 
Commerce —7.50 160 Ships with 6.50 m. draft can 
stay here during the lowest 
Spring tides. 
Bassin Freycinet 
Quai de la Marne —1.00 190 
Apppontement 
Quai de la Marne -—1.00 150 
Quai de Verdun Est -1.50 150 
Quai de Verdun Ouest —1.50 170 
Bassin Berigny 
Quai Berigny Est +0.25 200 Heavy swell during opening 
Quay Sadi-Carnot —1.50 300 of 
Quai de la Mature —1.50 90 watergates by W.N.W. wind. 


STEVEDORES: Informed by Agents (available). 
CRANES: 
Mobile Cranes: 1x4 tons (9 m.), 1x24 tons and 216 tons (8 m.). 
Electric Cranes: 15/6 tons and 23 tons (18 m.). 
MEDICAL: Notice not required for medical attention. Doctors and 
hospital always ready. 
FRESH WATER: Available from shore (pipes each 50 m. on quay). 
FUEL: Fuel station in Berigny Dock for fishing vessels. Other vessels 
are supplied by tanker truck. 
CONSULS: 
Consulate of Norway 
Vice-Consulate of Denmark 
REPAIRS: Possible. 
DRY DOCKS: 1 slipway for vessels of maximum 1,500 tons 
displacement, total available length 75.60 m. 
Max. water height in dock: 7.50 m. dredged down to minus 2.50 m. 
Max. forward draft for access: 1.80 m. 
GANGWAY/DECK WATCHMEN: Not required. 
OPENING/CLOSING HATCHES: By crew. 


Tel: 35.28.00.08. 
Tel: 35.29.22.86. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engl 


CERTIFICATES: In accordance with international regulations: 

Load Line. 

Radio Equipment. 

Safety Equipment. 

Derat, etc. 

CUSTOMS ALLOWANCES: About 200 cigarettes per man; wine/spirits 
at Customs Officer's discretion. 

REPATRIATION: Agents carry out these operations. 

AIRPORT: Le Havre-Octeville, 35 km. 

TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer. 
HOLIDAYS: Arrangements for working during holidays can be made if 
necessary. 

POLICE/AMBULANCE/FIRE: Police, Tel: 0.17 and 35.28.06.68; 
Ambulance, Tel: 35.28.31.91 and 35.28.09.59; Fire, Tel: 0.18. 
TELEPHONES: No arrangements for placing telephone on board. 
SERVICES: No possibilities for tank cleaning, etc. Compass adjusting 
available if necessary. 

SHORE LEAVE: Always Vo raed for crew members to go ashore. 
IDENTIFICATION CARDS: Not required. 

AUTHORITY: Chambre de Commerce et d’Industrie de Fecamp, Palais 
Consulaire. 8 Rue Bailly, B.P. 126, 76400 Fecamp. Tel: 35.28.00.99. 
Telex: 190452. FAX: 35.29.94.60. Contact: J. Saunier, Director General 
of Services. J. York, President. 

Port Authority: 16 Grand Quai, B.P. 167, 76400 Fecamp, France. 
Tel: 35.28.23.76. Fax: 35.28.75.86. Contact: Mr.Y. Morel, Harbour 
Master. 

Port Office: Passe Gayant, 76400 Fecamp, France. Tel: 35.28.25.53. 


GRANVILLE: 48.50 N. 01.37 W. 


DOCUMENTS: See “Calais”. 

PILOTAGE: Pilotage not compulsory for ships of less than 45 m. length, 
except for those carrying dangerous cargo. Pilots board from fishing 
boats carrying regulation marks of a pilot boat, and maintain position at 
Videcoq Buoy when a vessel is expected. 

Limits of Granville pilotage are: 1. On entering, towards the West, the 
line joining “la Pierre d’Herpin”, and Chausey lighthouse. To the North, 
alignment of Chausey lighthouse and “le Pignon”. 2. On leaving, 
alignment of Mont. St. Michel through Champeaux Point. Ships bound 
Granville required notify ETA 18 hours in advance. 

Telegraphic address: Telex 170002 SCAC Granville — Ship's Agency 
— Handling. Telex 170777. 

1.5 hours before to 1.5 hours after high tide contact with Port Officer 
(Tel: 33.50.12.45 and 33.50.17.75 Granville) can be established by relay 
through “Coastal” Stations. During same hours contact can be made 
with pilot boat and with Port Office by VHF Channel 12 (port wave band 
156.6). 

ANCHORAGE: At landfall buoy of Le Videcoq. 

RESTRICTIONS: Draft restrictions apply at neap tides. Width of Lock — 
20 m. Length — 40 m. 

MAX. SIZE: Vessels 115 m. long, 18 m. wide and with a max. draft of 
7.50 m. may enter the tidal basin during 6 days, twice a month with 
effect from a tidal coefficient of about 80. 

For a vessel of this size, it is recommended to give advance notice 
of arrival as far ahead as possible at the commencement of tides with 
a coefficient of 80. 

Entry of a deep draft vessel may make it necessary to close the tidal 
basin more quickly after high tide. 

omen in the channel, the fore port and the tidal basin is limited to 
5 knots. 

HEALTH: Pratique arranged by Customs. 

RADIO: Boulogne Radio for ships coming from the North. Brest-Le 
Conquet Radio for ships coming from the South. 

TUGS: Port not equipped with tugs. Pilot boats used as “pushers” for 
port manoeuvres, or for carrying hawsers to tying-up points. 

VHF: Port Authority on Channels 16 and 12 during working hours. 
BERTHING: Determined according to nature of cargo. 

Tidal Basin: 3 electric cranes (27 tons and 16 tons) serve the South 
quay, and 110 tons serves the North and East quays. 

Open areas, warehouses and storage silo capable of receiving all 
goods in bulk, bags or packages. 

Internal transport: rail and road. 

Fore Port: Open area and mobile cradle capable of hauling up vessels 
up to 100 tons. 1x5 ton crane on cradle. Repair yards. 

West Quay: Between tidal basin and fore-port — solely for fish discharge 
and auction. Quay to be lengthened by 110 m. and widened by 14 m. 
STEVEDORES: Work hours 0800/1200, 1400/1800. Overtime possible. 
MEDICAL: Hospital available. Tel: 33.50.11.37. Also Medical Centre. 
TANKERS: 2 berths for unloading domestic fuels through 8 in. pipes. 
DENSITY: 1025. 

FRESH WATER: Available at all quays, international connections. 
FUEL: Available from tanker lorry to commercial vessels at 48 hours 
notice. 

CONSULS: None. 

REPAIRS: Possible. Also radio repairs. 

OPENING/CLOSING HATCHES: Carried out by crew. 
GANGWAY/DECK WATCHMEN: Available on request. 

CUSTOMS ALLOWANCES: Tobacco. 200 cigarettes. Wines and 
spirits. 1 bottle spirits. 

REPATRIATION: Paris, 3.5 hours by train. 

AIRPORT: 10 km. from the port at Breville. Air-taxi and commercial 
flights. 

TIME: Local Time GMT plus 1 hour in Winter and GMT plus 2 hours in 
Summer (1st April — 1st October). 
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(See Plan) 


HOLIDAYS: See ‘Calais’. Local holiday, Mardi Gras afternoon. 
POLICE/AMBULANCE/FIRE: Police Tel: 33.50.11.16; Fire Servicg, 
Ambulance 33.50.11.37. 

GENERAL: Marina with 1,050 berths at Herel. Max. length 45, 
Max. depth available 2.75 m. 

AUTHORITY: Le Commandant de Port, Port de Granville, Terre-Py 
de l'Ecluse, 50400 Granville, France. Tel: 33.50.17.75 or 33.50.19; 
Contact: R. Ragel, Port Officer. 


HONFLEUR: 49.25 N. 00.14 E. 


DOCUMENTS: See “Rouen”. 
PILOTAGE: Served by “Pilotage de la Seine" (address: 9 Chausy 
Kennedy, 76 le Havre). Ships bound for Honfleur are received on» 
Carosse Roads (Rade de la Carosse) where the following signals shy 
be made for summoning a Pilot. By day — flag “G” of the internat, 
code of signals. By night — in Morse by signalling lamp. 

Complementary signals which can be used on arriving on the rosy 
By day — globe or ship's national flag hoisted at masthead. By nigh 
red light at main masthead. At all times, sound signal of 5 long blay 

Advice of ETA and draft in salt water is to be given to Rouen Pos; 
least 5 hours prior arrival roads, as well as to Agent. 

Similarly, vessels anticipating a delay of more than 2 hours after tte 
reported ETA should notify Rouen Port or the pilot boat of this at jx 
3 hours before the time originally reported. 

Before arriving on the roads, ships should call pilot station “Rov: 
Pilot’ which keeps a permanent VHF watch on Channels 16 and {; 
A Pilot is ae for every ship of more than 55 m. length. 
RESTRICTIONS: Access to port made through channel 100 m. we 
protected by 2 dykes about 500 m. long, which leads to outer harby 
A tidal port, Honfleur possesses 3 basins: 

Dock 


(See Pla 


Length Width Sluice width 
West Dock 128 m. 77m. 10.50 m. 
East Dock 295 m. 71m. 16.50 m. 
Carnot Dock 788m. 108m. 13.00 m. 


East Dock joins outer harbour: ships of more than 70 m. long m 
anchor in Carnot Dock which spans from East. 
MAX. SIZE: Port can receive ships 100 m. long and 15.50 m. we 
berthing in East Dock; but with Carnot Dock, only ships less te 
12.50 m. wide can enter. Drafts vary according to tides: 6.00 m. W 
average spring tide, 4.70 m. in average slack water, and subjec! 
variations because of silting up of harbour which necessitates frequr 
dredging. 

The “Quai en Seine” can receive ships of LOA 200 m. and over 80° 
draft, according to tides, without dredging difficulties. 
HEALTH: Bill of Health is under the jurisdiction of Customs officer 
Honfleur. Hospital nearby. 
RADIO: Boulogne Radio, Brest Radio or St. Lys Radio. A permane 
watch is maintained by Rouen Port on Channels 16 and? 
Disengagement frequency after call on Channel 16 is Channel 75 
TUGS: If necessary are provided by “La Societe des Abeilles ' 
Le Havre. 


BERTHING: 
No. of Depth 
Name Berths Neaps Springs Equipment Remarks 
(m.) — (m.) 
Bassin Republique 3 5.10 6.27 Rail track 2 Berths 
Quai Nord 16 ton equipped wilh 
crane onrails pipeline 
Quai Tostain 3 510 627 — = 
460 5.77 
Bassin Carnot 2 5.10 6.27 Cereals and 
Quai Nord various 
cargoes. 
Quai S.W. and 7 5.10 6.27 Rail track, 1 berth for 
South Approach 3x5 ton coasters 
cranes 
Wharf 1 5.10 627 — Fishing vesses 
Bassin de L'Quest 2 3.60 4.77 dar pleasure 
craft. 
Avant Port 1 5.10 6.27 Fishing vesses 
Quai en Seine 1 7.50 850 2x15 ton 
130 ton 


cranes 

2 “Richier" cranes on tyred wheels available for use in the °# 
Capacity: 30 tons at 3.50 m., 3.5 tons at 15 m. F 

1 “Labor” crane on tyred wheels for use in the port with capaci)’ 
4 tons at 18m. / 
TANKERS: Berth “Miroline” on dolphins in River Seine for tanke’ 
35,000 tons after lightening according to the depth conditions. 
FRESH WATER: Available. Supplies arranged through Agent. 
FUEL: Supplies arranged through Agent. 
AIRPORT: Deauville — St. Gatien Airport, 12 km. from Port. 
AUTHORITY: M. Pourcelle, Ingenieur des T.P.E., La Lieuten@® 
BP 45, 14603 Honfleur Cedex. Tel: 31.89.24.53. Telex: 170% 
FAX: 31.89.92.10. Contact: J. Tocqueville, Harbour 
Tel: 31.69.20.02. 


_ 


ie ROUSSE: Corsica: 42.39 N. 08.56 E. 


seh = 
w Lists. 
3 eassenger Lists. 
; Provisions List. 
+ Cargo List. ; 
+ Ust of Articles (new and Customs-barred) in possession each crew 
member — cameras, binoculars, radios, cigarettes, spirits, etc. 
; Health Declaration. 
piLOTAGE: Not compulsory. 
HORAGES: Outside port for cruise vessels. 
RESTRICTIONS: None. 
SIZE: Draft 5 m., length 160 m. 
aapiO: Within 50 miles call Ajaccio Radio VHF Channel 16. Then 
sonnected over Channel 23 to telephone network. 
TUGS: None available. 
BERTHING: Depths alongside 2.0 m. — 6.0 m. Only available when not 
accupied by ferry. 
STEVEDORES: 24 hours accurate ETA necessary for ordering gangs. 
jo work on Sundays and official holidays. 
cARGO GEAR: Only a few nets and slings available; all other gear 
syst be supplied by ship. Ship's derricks used. 
FRESH WATER: Available at very slow pumping rate. 
FUEL: Not available. 
TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer. 
AUTHORITY: Bureau du Port de Commerce, 20220 Ile Rousse, 
corsica. Tel: 95.60.00.68 or 95.60.14.50. 


IZON: 44.57 N. 00.22 W. 
NO ACTIVITIES AT THE PORT SINCE 1990. 


LOCATION: 20 km. downstream from Libourne, which is now closed. 
PILOTAGE: Available. 


_ ANCHORAGE: Available in a depth of 7.0 m. 
_ RESTRICTIONS: Airdraft restricted to 21.5 m. 


MAX. SIZE: LOA 100 m. Max. draft 4.5 m. and 3,000 d.w.t. 
Max. draft in channel 4.5 m. 
VHF: Channels 16 and 11. 
TUGS: Available from Bordeaux. 
BERTHING: Private port. One wharf with length 40m. and depth 
alongside 4.5 m. 
CRANES: Cranes with capacity of 20 tons — 100 tons available. 
STEVEDORES: Stevedoring carried out by SO.GE.TRA. Tel: 
57.74.73.69. Telex: 541189. Fax: 57.84.90.32 
Working Hours: 0800 — 1200hrs. and 1400 — 1800 hrs. Overtime 
possible on request. 
FRESH WATER: Available. 
FUEL: Available. 
AIRPORT: Bordeaux, 40 km. 
TIME: GMT plus 1 hour. GMT plus 2 hours in Summer. 
GENERAL: 
Provisions: Available. 
Chart: BA. Charts No. 2916 and 1104. 
AUTHORITY: C.C.I.L., 125 Avenue Georges Pompidou, P.O. Box 162, 
83503 Libourne. Contact: Mr. Billon, Harbour Master. 


\A CIOTAT: 43.10 N. 05.36 E. (See Plan) 


NOTE: THE PORT HAS CEASED RECEIVING CARGO SHIPS 
we PORT STILL IN USE FOR FISHING VESSELS AND 
‘PROACHES: La Ciotat Bay is situated between Toulon and 
aseilles. The bay is sheltered from North and N.W.'ly winds. The “Bec 
% LAigle , height 155 m., makes an easily recognisable landmark for 
© approach to the harbour. 

© entrance channel to the harbour has a depth of 7 m. 
Na OTAGE: Pilotage compulsory for vessels over 70 m. LOA. Chantiers 
ich, de La Ciotat (C.N.C.). have 2 Pilots. 
inch oAGES: Good anchorages available in La Ciotat Bay. 
VAX Ng in the harbour is forbidden. 
VHF. SIZE: Largest vessel 380 m. long, 60 m. beam and 7.5 m. draft. 

: Signal Station keeps watch on Channel 16 from 0630 — 2100 hrs. 
Nereis < tugs of 180 h.p. and 200 h.p.; tugs also available from 
SERTHING: Harbour is formed by 6 moles. Depth in harbour varies 
pr 2m. to 7.62 m., vessels drawing up to 7.31 m. can enter. Total 
bor 9 1,610 m. There are two basins near the main harbour specially 
CRANES for pleasure craft. 
240 4 S: Electric cranes: 1x 250 tonnes, 1120 tonnes, 1 x50 tonnes, 
vane oper 1x20 tonnes, 36 tonnes and 1x5 tonnes. One floating 
WEDICAL’ tonnes. All cranes belong to C.N.C. 
FRESH A Private clinics and local hospital available. 

” ATER: Available from C.N.C. 
: Available. 


FRANCE 


DRY DOCKS: Building Dry Dock: 360 m. x 60 m. x 9m. 

No. 1 Slipway: 228 m. x 39.30 m. with lifting apparatus for 7 — 150 
tonnes. 

No. 2 Slipway: 172m. x 31m. with lifting apparatus for 5 — 150 
tonnes, one 660 tonne gantry crane and one 500 tonne gantry crane. 
AIRPORT: Marseilles (Marignane) 55 km. away. 
POLICE/AMBULANCE/FIRE: Police — Tel: 42.83.90.00. Fire — Tel: 18. 
AUTHORITY: Port Authority of La Ciotat, Service Maritime 
Departmentale, 40 Bd. de Dunkerque, 13002 Marseille, France. 
Tel: 91.91.80.80. FAX: 91.56.61.49. Contact: M.Priere. 

Harbour Office at La Ciotat, Tel: 42.08.62.90. FAX: 42.71.80.87. 
Contact: M.Font. 


LA NOUVELLE: 43.01 N. 03.04 E. 


DOCUMENTS: 
1 Passenger List. 
4 Crew Lists. 
2 Stores Lists. 
1 Cargo Manifest. 
Bill of Health. 
Safety Certificates. 
1.0.P.P. for Tankers. 
PILOTAGE: Pilotage is compulsory for all vessels over 45 m. LOA. 
Send ETA with request for pilot 18 hours prior to arrival, by telex or 
cable via Marseille Radio. 
Pilot boards 1.0 — 2.0 miles East of harbour entrance. 
Pilots: Tel: 68 48 01 81. 
Fax: 68 48 25 40. 
Cables: Pilonov. 
Telex: 505588. 
VHF: Channel 12. 
ANCHORAGE: Anchorage area is located 1.0 — 2.0 miles S.E. of South 
Breakwater. 
MAX. SIZE: For port entry: Length 140 m., beam 22 m., draft 8.0 m. 
Tanker sea line: 40,000 d.w.t. LOA 200 m., max. draft 12 m. 
HEALTH: Pratique is given by Customs Officers who board vessel on 
arrival. In case of suspected disease on board, Master should radio 
Agents advising details before arrival. 
TUGS: One tug of 900 h.p. available (bollard pull 11 tons). There are 
several launches to assist in mooring (200 h.p. — 400 h.p.). 
BERTHING: Effected in the order in which vessels arrive. Specialised 
berth for Roll-on/Roll-off available. 
STEVEDORES: Arranged by consignees. 
MEDICAL: Doctors available at La Nouvelle. Nearest hospital is at 
Narbonne, 27 km. away. 
TANKERS: 3 dolphin berths in the oil dock, max. draft 8.0 m. One of 
these berths is used for LPG cargoes. Slop disposal facilities available 
if requested 48 hours prior to arrival. 
Tete Terminal: Buoy mooring, approximately 1.0 miles E.N.E. of harbour 
entrance, in position Lat. 43° 01’ 05” N., Long. 03° 05’ 19” E. 
Masters of tankers berthing at the sea-line must advise their ETA and 
cargo on board by telex or fax to: 
(a) Saram Manager - Telex: 500582 or Fax: 68.48.55.95. 
(b) Pilot Station (See “Pilotage’”’). 
Vessels moor with two anchors forward, four buoys aft, and 
2 swamped moorings from break of forecastle. 
Tankers must be fitted with winches, drums and bollards and be able 
to receive 45 mm. diameter steel cables. 
The vessel's derrick/crane must be rigged to a minimum 5 tons SWL. 
The pilot and 2 mooring crew remain onboard during the vessel's stay. 
The sea-line connection is 10 in. diameter. 
DENSITY: 1025. 
FRESH WATER: Supplied at all town berths. 
FUEL: Available from several suppliers. 
FIRE PRECAUTIONS: Usual safety regulations strictly applied. 
A barrage can be positioned across the channel to contain burning oil. 
CONSULS: No local representation. 
REPAIRS: Not possible ashore, except very minor ones. 
OPENING/CLOSING HATCHES: Optional, performed by stevedores or 
crew. 
CUSTOMS ALLOWANCES: Each crewman allowed to retain only 
sufficient for his own consumption while in port. It is forbidden to take 
alcohol ashore. 
REPATRIATION: No difficulties. 
AIRPORT: Perpignan (Internal 
(International flights). 
TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer. 
HOLIDAYS: In principal, no work done on legal holidays. 
POLICE/FIRE/AMBULANCE: Police, 68.48.00.11; Fire, 68.48.00.17; 
Ambulance, 68.48.10.13. 
TELEPHONES: No connections can be made on board. 
SHORE LEAVE: No restrictions. 
IDENTIFICATION CARDS: Any person going ashore should carry a 
passport or identity card. 
AUTHORITY: Service Maritime et de Navigation du Languedoc- 
Roussillon, 33 Rue Honore Daumier, 66006 Perpignan, France. 
Tel: 68.61.31.70. FAX: 68.61.30.04. Contact: Mr. Thureau, Port Director. 
Capitainerie du Port, 227 Avenue de la Mer, B.P. 47, 11210 Port La 
Nouvelle. Tel: 68.48.17.64. Telex: 505586 F. FAX: 68.40.31.42. 
Contact: Captain Gilbert Guillaume, Harbour Master. 


(See Plan) 


and Charter flights). Marseille 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engl 


LA ROCHELLE/LA PALLICE: 46.10 N. 01.14 W. 
(See Plan) 


DOCUMENTS: 

3 Cargo Manifests, or Manifest of Ballast. 

Certificate of Cargo Space. 

2 Bills of Lading. 

2 Stores Lists and 2 Personal Effects Lists. 

6 Crew Lists and 3 Passenger Lists. 

Health Declaration. 

Derat Certificate or Exemption. 

PILOTAGE: Access from sea is through Pertuis d'Antioche, the strait 
between Isle of Re and Isle of Oleron. Pilotage compulsory for all vessels 
over 55m. length. Pilot launch named Armeria, meets vessels at 
Chauveau Buoy in position Lat. 46° 06’ 05” N., Long. 01° 16’ W. Contact 
Pilot via VHF Channel 16, 2 hours before arrival. ETA must be given to 
Capiport (Telex: 791780) 12 hours before arrival. In same message, 
Master must also advise if engine, rudder, winches, windlass, cargo 
pumps, radar, VHF and radio are in good working order. Master must 
also give the expiration date of the Oil Pollution Liability Certificate and 
state insurers name. 

Vessels which do not receive berthing instructions on arrival should 
wait in the vicinity and South of Chauveau Buoy, keeping watch on VHF 
Channel 16. 

ANCHORAGES: Vessels which do not receive berthing instructions on 
arrival should wait at anchor in the vicinity and 0.5—1.0 miles South of 
Chauveau Buoy. Keeping watch on VHF Channel 16. 

Tanker Anchorage: Lat. 46° 05' N., Long. 01° 15’ W. 
RESTRICTIONS: Tankers usually berth at HW on the East side and 
either at HW or LW on the West side, providing their draft allows it. 

Sailing possible at any time. 

Vessels in excess of 140 m. length can enter Inner Basin only from 
2 hours before to 1 hour after HW. 

Lock: 165 m. 21.3 m.x4.0 m. (sill). 


MAX. SIZE: 
Max. draft 
Location Max. LOA (dependent on Max. d.w.t. 
tide) 
; (m.) (m.) 

Basin 165 7.0 -9.0 16,000 
Fore Port 

(Cus Hebe 165 8.5 — 10.0 20,000 

ert 02 

Berth AP 01 } 200 8.5 — 10.0 40,000 

Berth AP 00 290 12.5 — 14.0 80,000 
Chef de Baie 

Berth CB 01 210 12.0 — 13.0 55,000 
Mole d’Escale 

Berths ME 01 — ME 03 210 9.5-12.0 25,000 — 40,000 

Berths ME 06 — ME 05 280 11.0-—14.5 35,000 — 100,000 

Repair Quay (ME 07) 180 6.5 — 8.0 _— 
Tanker Berths 

West Berth (AP WE) 280 14.5 — 16.0 120,000 

East Berth (AP SE) 175 11.0 — 12.5 25,000 


HEALTH: Pratique given by Customs Officers who board on arrival. In 
cone suspected disease on board, radio Agent in advance advising 
etails. 

RADIO: Bordeaux-Arcachon Radio. Also see “Pilotage”’. 
VHF: La Pallice Port on Channels 16 or 12. Bordeaux-Arcachon Radio 
on Channels 21 and 26. 
TUGS: Join vessels either in outer roads or inner roads of La Pallice. 
Normally tugs’ lines are used. 

4 tugs are permanently based at La Pallice, 1 tug with Z-peller 
(12 tons), 2x 1,500 h.p. (22 tons) and 12,700 h.p. (30 tons). 

Port Regulations prescribe the number of tugs to be used depending 
on tanker's deadweight: 


Outer Port: 
Berthing Sailing 

Without With d.w.t. Without With 
bow-thruster bow-thruster bow-thruster bow-thruster 
1 (12 tons) none 5,000—10,000 none none 
2 (30 tons) 1(20tons) 10,000—25,000 1 (20 tons) 1 (20 tons) 
2 (40 tons) 1(30tons) 25,000—-40,000 1 (30 tons) 1 (30 tons) 
3 (60 tons) 2 (50 tons) over 40,000 2(50tons) 2 (50 tons) 
Inner Port: 


Tankers over 5,000 d.w.t. require 1 tug (12 tons) for berthing and 
sailing. 


BERTHING: 
Location Berth Length Bottom Average Remarks 
No. Width Depth 
Basi pn Usabh 709 
in sable .Om. 
BFO1-BF04 565 Width = (8.0m. 1 Roo 
BF 09-BF 11 500 of lock with Width. 
21.3 m. Raft.) 
BF 13-BF 17. 2x190 7.0 Submarine 
Base 
Fore Port AP 02 160 22 75 Cereals, 
1 x 400 t.p.h. 
1 x 1,000 t.p.h. 
Loading 
Gantries 
Bulk 
Liquids 
Quai Lombard AP 01 200 27 8.5 
AP 00 300 35 12.5 New extension 
Chef de Baie CB 01 200 40 12.5 
Mole D'Escale ME 01-ME 03 540 45 10.0 — 11.50 
ME 06-ME 05 380 45 11.0-—12.0 1x400t.p.h. 
Cereal Loading 
Gantry 
Repair Quay ME 07 215 30 6.0 
Tanker Berth 
West Berth AP WE 360 40 14.5 
East Berth AP ES 180 30 11.0 
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CRANES: Basin: North Quay: 25 tons at 18 m., 4x 10 tons at 155, 
1 x 12 tons at 16.5 m. 
South Quay: 6x6 tons at 18 m., 1x3 tons at 18 m. 
Dry Dock: 1 Titan cranex20 tons at 25 m. 
Fore Port: Chef de Baie: 3x33.5 tons at 22 m. 
Mole D'Escale: East Side: 5x 12 tons at 16.5 m. 

West Side: 115 tons at 31 m., 233.5 tons at 20 m. 
STEVEDORES: Normal working hours for stevedoring are: (gy 
1200 hrs. and 1400 — 1800 hrs. 2 hours overtime may be worked 
1800 — 2000 hrs. When a quick despatch must be given to a Vesse , 
8-hour shift can be arranged, from 0500 — 1300 hrs. and 14 
2200 hrs. during the week, and 0500 — 1300 hrs. on Sundays 
holidays. 

MEDICAL: All facilities available. Advance notice should be give 
assistance required on arrival. 

TANKERS: Only refined products are discharged at La Pallice. 5, 
installations can receive cargo at both berths (West or East). Peis, 
de I'Quest, Total and Raffinerie du Midi use the same pipeline of i, 
with a metal arm of 10 in. on each side. The Picoty installation ha, 
own pipeline of 12 in. with a metal arm of 12 in. on West side and» 
of 10 in. on East side. 

All shore tanks are 3 km. to 4 km. from oil jetty. 

Also see “Berthing” and “Max. Size”. 

FRESH WATER: Available from all wharves. Loading rate 15tph) 
barges available. 

FUEL: Supplied by tank trucks only. Diesel oil available locally. & 
fuel oils available with sufficient notice. Tankers must stop pump 
during aecnun 

FIRE PRECAUTIONS: Smoking is prohibited on the oil jetty. Entry 
to the oil jetty is controlled by watchmen. 


CONSULS: 
Denmark Tel: 46.41.10.66 Netherlands Tel: 46.42.61; 
Finland Tel: 46.44.15.07 Panama Tel: 46.42.13: 
Greece Tel: 46.42.13.44 Spain Tel: 46.41.17) 
Italy Tel: 46.41.35.94 Sweden Tel: 46.42.13 


REPAIRS: All kinds of deck, hull and engine repairs can be carried) 
by Le Ponant. 

Vessels not exceeding 21 m. beam may be repaired in the inner ba 
ts vessels are repaired at berths outside the inner basin. 
DRY DOCKS: 2 dry docks in Inner Basin: 176m.x22m. # 
107 m.x14 m. 
OPENING/CLOSING HATCHES: Performed by ship's crew. 
GANGWAY/DECK WATCHMEN: Available from shore if requ 
Tankers: An automatically—moving shore gangway is available provide: 
that the ship's deck has a sufficient clear surface. 
CUSTOMS ALLOWANCES: 200 cigarettes and bottle wine/spirits» 


man. 
REPATRIATION: Can be arranged without difficulty. 

TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summ 
5 ap -gatil 

HOLIDAYS: New Year (ist January), no labour available; Eas 
Sunday, possibility of labour with overtime; Easter Monday, no late 
available; Labour Day (1st May), no labour available; Ascension ls 
possibility of labour with overtime; Whit Sunday, possibility of labour 
overtime; Whit Monday, no labour available; National Day (14th Wu 
no labour available; Assumption Day (15th August), no labour availa 
All Saints’ Day (1st November), no labour available; Armistice Day (1 
November), possibility of labour with overtime; Christmas Day |@ 
December), no labour available. 

N.B. Every Sunday and day marked “possibility of labour ¥ 
overtime” can be worked at the rate of 100% extra. 
POLICE/AMBULANCE/FIRE: Police Secours 17; Commisariat Cet 
46.41.92.44; Ambulance 18; Fire Service 18. 

TELEPHONES: Telephones are available at all berths at the mole 

SHORE LEAVE: Allowed, no restrictions. 

IDENTIFICATION CARDS: Crewmen going ashore should @ 
passports or identity cards. 

WASTE OIL DISPOSAL: Tanker trucks available from sev 
companies. 

CURRENCY: U.S.$1.00 = 5.30 Francs. 

GENERAL: Old harbour at La Rochelle is used only by fishing ves* 
and pleasure craft. 

DEVELOPMENTS: Cereals quay to be lengthened and facilities ©’ 
upgraded. Vessels up to 100,000 d.w.t. will be able 0? 
accommodated. 

AUTHORITY: Capitainerie des Ports de La Rochelle, Terre-Ple"’ 
'Ecluse, B.P. 2042, La Pallice, 17009 La Rochelle Cedex, Fret 
Tel: 46.42.60.12. Telex: Capipor 791780 F. FAX: 46.426" 
Contact: J. Le Quilliec, Commandant du Port. 

D.D.E., Service Maritime, 5 Rue de la Cloche, 17000 La Roct# 
Tel: 46.41.92.33. Telex: 790766. 


LE CHATEAU d’OLERON: 45.53 N. 01.11 W. 


Very small fishing port on lle d’Oleron. Entrance to port is 9m we 
BERTHING: Tidal harbour with 350 m. of quayage. Depths 
from 4.9 m. HW to zero at LW. Local fishing boats are the only ve* 
handled at the port. 

CRANES: One 2.5 ton crane available. 

REPAIRS: Minor repairs only. 

AUTHORITY: Monsieur Le Maire de la Commune du Chateau 0” 
17480 Oleron. 


AGENT: M. Le Boutillier, 106, Bd. Emile Delmas, P.O.Box 2038. 
La Rochelle Cedex. Tel: 46.421344. Telex: 790742 ("Ships 7907# 
Cables: “Daylight — La Rochelle”. 


+c HAVRE (Including Antifer): 49.30 N. 00.07 W. 
ue ! (See Plan) 


MENTS: At arrival in-bound bill tendered by Pilot to be filled up 
ng signed by Master specifying ship's data and dangerous cargo on 
After berthing: The Master must also complete the inwards 
declaration as soon as the Pilot comes onboard. Any abnormality must 
ne reported to the Harbour Master (VHF Channel 12). 
for Customs Officers 
+ Crew List. . 7 ¢ 
: Crew Declaration List (personal effects, camera, radio set, 
rettes, cigars, tobacco, etc.). 
1 Ship's Store List. é ; 
+ Passengers’ Manifest (disembarking). 
+ Passengers’ Manifest (in transit). 
cor Health Officers 
1 Crew List. ; 
+ Health Declaration. 
Derat Certificate. : . 
1 Passengers’ Manifest (disembarking). 
1 Passengers’ Manifest (in transit). 
individual International Certificates of Vaccination. 
For Customs Broker 
1 Crew List. 
4 Crew Declaration List (personal effects, camera, radio set, 
cigarettes, cigars, tobacco, etc.). 
1 Ship's Store List. 
{ Certificate of open space occupied by cargo. 
1 Passengers’ Manifest (disembarking). 
1 Baggage Manifest (unaccompanied). 
Tonnage Certificate. 
For Agents 
1 Crew List. 
2 Passengers’ Manifests (disembarking). 
2 Passengers’ Manifests (in transit). 
2 Baggage Manifests (accompanied). 
2 Baggage Manifests (unaccompanied). 
2 Dangerous Cargo Manifests and usual cargo documents. 
‘or Immigration Office 
1 Crew List. 
1 Passengers’ Manifest (disembarking). 
1 Passengers’ Manifest (in transit). 


PILOTAGE: Pilotage is compulsory for all vessels over 70 m. in length 
and those vessels carrying dangerous cargoes or not equipped with 
VHF. Under certain conditions car ferries of less than 135 m. in length 
may be exempt from pilotage. 

ETA to be sent to Harbour Master (See “Radio”). Advisable then to 
confirm directly to “Havreport” between 24 and 12 hours before arrival 
see “Radio”’). Pilot boats have orange hull with “Pilote Havre” in black 
letters on both sides, green flag with white anchor on fore-mast. 

Pilot boards in the vicinity of: 

(a) The LHA Lt. buoy for deep draft vessels. 

(b) The HP Lt. buoy for other vessels, including those carrying 
dangerous cargoes. 

(c) The AS Lt. buoy for vessels bound for Antifer. 

Vessels may anchor near LHA Buoy, South of entry alignment in good 
weather and further off in bad weather. 

Ught or sound signal to be made by vessels requiring a Pilot, letter 
G’ in morse code. 

Pilots also board by twin-screw helicopters. This method is most 
"equently used to bring the Pilot(s) to large tankers (only during the 
oy), and Pilots are landed either by the craft landing on the deck or 
‘eng winched down if the vessel has no landing area. 

Pilots on VHF Channels 16, 12 and 20. Tel: 35.42.28.32. 

Shiomaster’s Report: June 1988. 

Master, after having sent his ETA by telex or cable, has to contact Le 
‘avre Port by VHF at least 4 hours before arrival and confirm his ETA. 

Usually 3 hours before arrival is accepted, but, when coming from the 
North, it is very difficult or impossible due to distance to have contact 
>) VHF with Le Havre Port. In good weather conditions, Master will be 
able to contact Le Havre 1 hour to 2 hours before pilot station. 

__]0 avoid difficulties with Le Havre Port and Pilot, Master can send a 
‘able through Boulogne Radio giving and confirming his ETA. This cable 
Stree of charge. 


ANCHORAGES: Anchoring forbidden in the channel between both 
parallels 100 m. South and North of channel and in a zone 1 nautical 
mie long and 500 m. wide in prolongation of channel. 
RESTRICTIONS: Depth in main channel 15.5 m. LW. Depth in tidal 
Sasin 14.5 m. LW. 

Main lock entrance to enclosed basins, length 400 m. width 67 m., 
pth 14.5 m, 


Page berthing in tidal docks (Bassin Theophile Ducrocq) dependent 


bj Ouinetta de Rochemont Lock open from 2 hours 20 minutes before 

oe de until 40 minutes after. During this period vessels of max. length 

hae and max. breadth 26m. may pass through. Otherwise 

ome ®ngth authorised is reduced to 180 m. In some circumstances 
_ locks are completely closed around low tide. 

on Berth No. 10 may receive tankers up to 280,000 d.w.t., depending 

Have tide. Such vessels enter only by daylight and must arrive at Le 
® Buoy at least 3 hours before HW. 


MAX SIZE: Tankers: Length 392 m., draft (approx.) 20 m. subject tide. 
F S of Compagnie Industrielle Maritime (C.I.M.): Max. draft 
berthed 20.73 m. Another vessel with following dimensions has also 
Anti ~ length 391.83 m., beam 68.05 m., 423,699 d.w.t. 
4 tecigd (East and West Berths): Max. dimensions recorded: Length 
oy beam 79 m., 555,051 d.w.t., draft 28.85 m. 
Carriers: 194,226 d.w.t. (coal). draft 17.16 m. 


= 


FRANCE 


HEALTH: Free Pratique automatic for vessels coming direct from 
Continent or Italy and “Q” flag not to be flown. From other countries 
including Spain and Portugal usual applies. Free Pratique may be 
obtained by radio message to Sanipor Le Havre specifying name of 
vessel — where coming from — total number of Crew members, number 
of Crew members vaccinated (yellow fever, cholera). 

Tankers: For tankers it is advisable to ask Free Pratique by radio in 
order start operation as soon as vessel berths. 


RADIO: Masters of ships are requested to send to Le Havre Harbour 
Master their expected time of arrival at Le Havre Light Buoy and 
maximum draft. 

The message will be sent through radio stations of: Boulogne-Radio/ 
FFB (working frequencies 1771 kHz and 2747 kHz) or Brest le-Conquet 
Radio/FFU (1806/2726 kHz). 24 hours before arrival and confirmed 
3 hours before arrival 

It will give the date and time GMT of ETA, and the maximum draft. It 
will be sent about 12 hours before arrival and corrected by another 
message if necessary. This service is free. Same stations of Boulogne 
and Brest to be used to contact Agent and in addition Saint Lys/FFL. 
This ETA must be confirmed to Le Havre Port by VHF, 3 hours before 
arrival in the roads. 

Port Operations Radio Service: The “Havreportradio” station keeps a 
permanent watch on the following frequencies: 156.6 MHz (Channel 12); 
156.8 MHz (Channel 16); 157.0-161.6 MHz (Channel 20 duplex). This 
station sends and receives all messages for the port operations control. 

Ships call “Havreportradio” directly on Channels 12 or 20. Ships 
mooring, leaving or moored on roads must keep watch on Channel 16. 

Ships with Pilot on board must keep watch on Channels 12 or 20 from 
Pilot on board until arrival at berth, and from departure of berth until 
disembarking Pilot. Havreportradio/FFY keeps watch on 2182 kHz. This 
frequency will be used only in a radius of 22 miles from Havre Light 
Buoy and only when it is not possible to use VHF. 

Public Correspondence Service: Ships fitted with VHF sets can obtain 
telephone calls through the Le Havre Radio Station. 

Telephone calls are admitted with ships on berth. 

Ships must call “Le Havre Radio” directly on Channels 23, 26, 28 and 
82. “Le Havre Radio” calls ships on Channel 16. 


RADAR/VHF: Radar assistance may be obtained by calling Le-Havre- 
Radar on Channel 16 (156.80 MHz). Then working frequencies are 
Channels 14 and 22. Radar coverage is from 20 km. to the West of the 
Light-Buoy and 40 km. to the West of Antifer. 

Le Havre Port on Channels 16, 12 and 20. Antifer Port on Channels 
16 and 22. Also see “Radio”. 


TUGS: 10 tugs available, from 2,300 to 4,800 h.p. Normally join vessel 
inside the jetties in outer harbour. Ship's lines or tug's lines used at 
ship's option. Extra charge for use of tug's line. 2 tugs are equipped for 
fire fighting. 


BERTHING: Agents generally inform Master by radio of berthing 
prospects, arrival time limits and any special requirements. 


Dock Quay Facilities Length 
(m.) 
Bassin de Terminal 1 crane 3-6 tons dolphins 
la Manche d'Angleterre 
Roger Meunier 2 cranes 5-10 tons 500 
2 cranes 6-10 tons 
Theophile Pierre Callet 6 cranes 6-10 tons 598 
Ducrocq 2 cranes 6-16 tons 
1 crane 70 tons 
Joannes 5 cranes 5-10 tons 720 
Couvert 1 crane 20 tons 
Mazeline 2 cranes 5-10 tons 428 
Terminal d’irlande dolphins 
Mole Central 3 1 
Mole Central 4 4, 15 ton gantry cranes 194 
Coal + minerals 
Mole Central 6 Coal 2 cranes 30 tons 240 
Methane 30 
C.1.M.1 84 
C.1.M.2 84 
C.1.M.3 85 
C.1.M.4 83 
C.1.M.5 152 
C.1.M.6 120 
C.1.M.7 120 
C.1.M.8 75 
C.1.M.10 56 
Bassin Rene Atlantique 4 gantry cranes 40 tons 800 
Amenque 3 gantry cranes 40 tons 503 
ASIE 3 gantry cranes 40 tons 620 
Quai Osaka 2 gantry cranes 40 tons 
Bellot Hermann Grains (theoretical output) 1,485 
du Pasquier 2 gantry cranes for loading 
cereals in bags 150 t.p.h. 
3 gantry cranes import 
export 280 t.p.h. 
1 gantry crane import 300 t.p.h. 
4 cranes 3 tons 
4 cranes 10 tons 
Jean 4 cranes 3 tons 486 
4 cranes 10 tons 
Reinhart General cargo; wood; 
fruit (capacity 20,000 tons) 
Tonkin Ro-Ro 90 
Colombie Ro-Ro 80 
Bresil 2 cranes 10 tons 525 
Eure Cameroun 224 
Marseille 135 
Malakoff Bulk liquid — non oil 140 
Guinee 2 cranes 6 tons 317 
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Dock Quay Facilities rt st 
(m. 
Dixieme Rochambeau 237 
Bassin 
Citadelle Norvege 360 
Bassin Antilles 555 
Dock Reunion 555 
Vetillart Gironde 6 cranes 6 tons 931 
Garonne 2 cranes 10 tons 845 
Marcel Rhin 5 cranes 6 tons 628 
Despujols Moselle 2 cranes 6 tons; minerals 330 
Lancement Sepp Refined oil 103 
Canal Tancarville Orcher Refined oil 85 
HOC CFR 125 
on dolphins 
Canal Europe 5 gantry cranes 40 tons 250 
Bossiere 910 
Appontement 
Jonction | Refined oil 9 
Appontement 
Jonction II Refined oil 14 
Jonction lil Refined oil 15 
Grand S.N.A. Bulk fertilisers 140 
Canal de Sogestral 1 Chemical 10 
Havre Sogestral 3 Products 
Sogestral 4 Chemicals 210 
Sogestral 4 Bis Chemicals 110 
Sogestral 5 Chemical products 
Petrochimie Chemical products 40 
Lafarge Cement 95 
Multivrac Ore and coal 250 
Bulk Centre 1 gantry crane 30 tons 
output 1,200 t.p.h. 
Multivrac 2W Bulk 110 
Multivrac 2E Barges - 
Roll-on/Roll-off Ro/Ro 1 dolphin 
"2 dolphins 
| 238 
Cofaz 1 Fertiliser 250 
Cofaz 2 Liquids 15 
Darse de Bougainville 5 gantry cranes 40 tons 1,625 
L’Ocean 5 cranes 10 tons 


*Access Conditions: 

Mean level 4.57 m. 

Unit of Height 3.45 m. 

Width of the Outer Channel 300 m. 

Depth of the Outer Channel under Chart Datum 15.5 m. on the 
shipping route. 

Inner Channels and Swinging Areas, depths under Chart Datum 15 m. 
Level Reading: The levels quoted represent those of the bottom or of 
a piece of work in comparison with the zero on marine charts. 

The zero of the charts is the reference point defined by the level of 
the lowest possible sea. 


+ 
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Contrary to marine customs signs (+) correspond to a height above 
zero. Signs (—) correspond to a height below zero. 

A quarterly timetable gives for each tide the maximum admissible draft 
for large ships calling at the port. 
Calculation is Based on the Following Principle: The vessel must keep 
a keel clearance equal to 10% of the admissible draft. 

As a guidance, in Spring Mean Tide: 


Example: 

Coefficient 95 

High Water 7.7m. 
Depth of the Outer Channel under Chart Datum 15.5 m. 
Depth of the Inner Channel under Chart Datum 15.0 m. 
Water depth 22.7 m. 
Maximum admitted draft 20.65 m. 


BULK HANDLING FACILITIES: Minerals: 9 berths with cranes, 
outreach 15 m. — 37 m. Able to accept vessels up to 300 m. LOA and 
150,000 d.w.t. Depths up to 16.0 m. Discharge rates up to 2,400 t.p.h. 
Grain: Quai Hermann du Pasquier for ships up to 28,000 d.w.t. Grains 
(theoretical output) 2 gantry cranes for loading cereals in bags 150 t.p.h., 
3 gantry cranes import/export 280 t.p.h., 1 gantry crane import 300 t.p.h. 
Max. LOA 210 m. 

Quai Joannes-Couvert: For ships up to 60,000 d.w.t., 2 elevators 
(grains — export gantries) theoretical output 600 t.p.h. 

Quai des Arachides: For ships up to 6,000 d.w.t. Max. LOA 130 m. 
Cattle Feed: Multibulk terminal with length 251 m., max. draft 14.00 m. 
1x15 ton and 1x30 ton gantry crane. Storage capacity 45,000 tons. 
Max. discharge rate 20,000 tons per day. 

Sugar: Handled at “Silagro” Terminal at Quai Hermann du Pasquier. 
215,000 ton silos. Bagged products can be loaded on vessels of 
30,000 d.w.t. at the Northern end and bulk products can be loaded on 
vessels of 80,000 d.w.t. at the Southern end. Loading rate 700 t.p.h. 
Fruit: 7 berths available (2 banana berths). Max. LOA 300 m. 
Containers: Quai de |'Atlantique: Length 800 m., 3 berths for large 
vessels. Depth —12 m. 

4 gantry cranes of 40 ton capacity with 35 m. extension, at quay’s 
edge. 2 French Railway's gantries for handling on to wagons. 17,000 
sq.m. shed under construction near to terminal for container groupage 
and breaking bulk. 16 hectares open air areas. Extensive parking 
facilities. LASH facilities also available. 

Quai de |'Europe: Length 1,160 m. 4 berths for large vessels, 3 of 
which are equipped to handle Roll-on/Roll-off traffic. 

5 gantry cranes of 40 tons with 40 m. extension, at quay'’s edge. 1 shed 
10,108 sq. m., 1 shed of 7,023 sq. m., already used for groupage and 
break-bulk of containers and 1 shed of 10,000 sq.m. under construction. 
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2 S.N.C.F. gantry cranes for loading and unloading of Wag 
45 hectares of open air areas. Extensive parking facilities. 

Quai de Bougainville: Actual length 1,625 m. Equipped with 5 gary 
for containers of 40 tons and 5 cranes 6 — 10 tons. 

Rapid Turnaround Port: Quai de |'Asie: Length 620 m. 3 Post-Panay 
container gantry cranes. 

Quai de |'Amerique: Length 503 m. 3 Post-Panamax container gay 
cranes. 

Roll-on/Roll-off: Four berthing places in the tidal basin, five berths jp. 
wet dock, eight berthing places in the non-tidal docks. 

Liquid Chemicals: At the berths of “Societe Normandie de L'Agy 
“Sogestrol”, and “Petrochimie” along the Grand Canal du Hs, 
9 berths available, depths 0.5 m. — 5.0 m. For vessels of 80 m. — 24, 
LOA and 7,000 — 45,000 d.w.t. 

LPG: 4 berths available, depths up to 9.0m. For vessels y, 
75,000 cu.m. and LOA of 240 m. 

CRANES: Also see “Berthing”. 

71 whart cranes of 2.5 tons — 10 tons. 

3 floating cranes 8, 90, 200 tons. 

24 electric gantry cranes 6 tons — 40 tons. 

1 land sheer legs 650 tons. 

4 grain elevators 280 t.p.h. — 300 t.p.h. 

2 gantry cranes for loading cereals in bags 150 t.p.h. 
BRIDGES: No special restrictions. Opened upon request. Master» 
be informed as above in case any bridge stopped for repairs. 
STEVEDORES: 2 Normal shifts (0700 — 1400 hrs. and 1500-2100» 
possibility of 2 hours overtime) every week-day including Saturday. Ne 
shift on overtime 2100-0600 hrs. For fruits and reefer cargo » 
passenger ships possible working 2 hours overtime before morning» 
to start at 0600 hrs. subject ordering gang the previous day at 0600» 
with 23 hours notice to stevedores. Night gang ordered the same¢ 
at 1400 hrs. with 9 hours notice to stevedores (Same consequer 
involves 36 hours and 12 hours notice to Agents for morning and np 
overtime respectively). 

Vessels completing ies hy ie army vd may order 2 hours overs 
from 1400 to 1600 hrs., after morning shift or only 1 hour overtime ty 
2300 to 2400 hrs., after afternoon shift. No possibility of dividing thes: 
of 8 hours. Consequently time lost between completion of work ands 
of shift is charged to the vessel at the cost of about Frs. 560.00 perty, 
(depending upon type of cargo). 

No work possible on Sunday and legal holidays nor during ng 
between Sunday or holiday and next working day. Necessary to 9 
Agent soonest possible accurate ETA and hatch partition in orde) 
tatgaer: his arranging work at the best, keeping in mind that shift can 

split. 

Work done with shore crane. Ship's derricks used only exceptiona 
No hatch tents available from shore. 

It is compulsory to put a net under the gangway before starting ww 
for lack of which stevedores refuse to go on board. 

MEDICAL: It is not necessary for Agent to receive advance notice: 
required medical attention except when Master requests a docio! 
board. The Master must after berthing inform Agent of number of patet 
and nature of disease, name of patient, rank, in order Agent may array 
corresponding appointment with doctors, dentists, specialists, & 
Hospital facilities available provided admission ordered by local dows 

Inoculation: Yellow fever — effected only at the hospital once per we 
on Thursdays 1400 to 1500 hrs. Other inoculations may be effected! 
local doctors (with appointment). 

TANKERS: Diameter of connections at different berths of C.1.M.: No! 
4 and 5, 10 in.; 6 and 7, 12 in.; 8 and 10, 16 in. 

9 additional berths available for refined products. Max. LOA 270° 
(50,000 tons), depth 6.0 m. 

Tankers calling first time at Le Havre recommended to inform Age" 
of position of manifold connection. Slop reception facilities available! 


to 1,000 t.p.h. 
Berth Max. LOA Pumping rate Me 
(m.) t.p.h. de 
C.1.M. 1 175 900 (petrol) 2200 
C.1.M. 2 198 1000 (petrol) 2200 
C.1.M. 3 242 2000 (crude) 50,00 
C.1.M. 4 200 4000 (crude) 900 
C.1.M. 5 230 4000 (crude) 400 
C.1.M. 6 260 5000 (crude) 90.00 
C.1.M. 7 278 7000 (crude) 100.0 
C.I.M. 8 320 10/15,000 (crude) 230,00 
C.I.M. 10 350 15/20,000 (crude) 250,00 
Antifer W 500 15/20,000 (crude) 550.0 
Antifer E 500 15/20,000 (crude) 550 
Mazeline 1 350 800 (gas-oil fuel) 
M.C. 3 220 1000 (gas-oil fuel) 4500 
Note: Minimum length Antifer West 320 m. and Antifer East 270 
Admissible 
Berth Length Remarks 
(m.) 
Canal de Tancarville Orcher 
Berth for loading 100 Refined products 
Waiting Berth 100 Refined products 
4 Berths for barges 80 Refined products 
Appt. Saint-Denis 1 85 Refined products 
Appt. Saint-Denis 2 60 Berth for self- 
propelling barges 
Waiting Berth in 
Garage de Tancarville 80 Bunkering only 
Canal Bossiere P 
Jonction 1 80 Accessible to 4 
d.w.t. tankers 
Jonction 2 150 Accessible to 
12,000 d.w.t. 
tankers 


270 Accessible to 
50,000 d.w.t. 


tankers 


jonction 3 


«evel: For explanation see “Berthing”. 

et: Port Approaches: After having rounded the Barfleur Cape, at 
fapor miles off the French coast for tankers carrying dangerous 
east vessels approaching Le Havre have to take care of the heavy 

coming from this port or from the River Seine. 
raoort As the approach channel is tidal, attention must be paid to cross 

ts when maneniny ane) especially outside the breakwater entrance 
950 m. wide) where the setting effects can be very important. Drift 
sjowance to counteract the current will vary from about 5° on Neap tides 
wth no wind to 20° on Spring tides with strong cross winds. Inside the 
narbour there is practically no current from 2 hours before HW time up 
» { hour after. No vessel is permitted to anchor in any part of the port 
xcept in an emergency or for docking purposes. 
aething: The Avant port is entered between two breakwaters about 

_apart, and tankers bound for the CIM Berths proceed through a 
second set of breakwaters into the tidal basin Theophile Ducrocq, where 
nose bound for CIM Berth Nos. 6, 7, 8 and for SHMPP Berth MCT 3 
we swung, assisted by tugs, in the first turning basin, and those for CIM 
gerth 10 in second turning basin. 

tig a difficult manoeuvre, particularly for VLCCs' to slow the vessel 
gown and connect tugs within the time and space available from passing 
te breakwaters till the turning basin is reached. Itis, therefore, important 
nat engine response is prompt and that personnel and equipment are 
ready to connect up the tugs. } } ; 
General: The CIM Berths are located on the South side of the tidal basin. 
Berth Nos. 1 to 7 are aligned at a 45° angle and the VLCC Berth Nos. 8 
and 10 are parallel to the basin. 

The SHMPP Berths, Junction 2 and 3 are located in the Constant 
Level Dock, facing the new Lock Francois ler, which is at the Eastern 
extremity of the tidal basin. 

Water density in the port averages 1024 — 1026. 


Tugs: 
Number usually used 
Vessel Up to 
(k.d.w.t.) 40 50/60 70/80 90/120 190/250 
Berthing 2 3 3/4 4 4 


Unberthing 2 2 2 2 2 

4tugs are recommended for mooring VLCCs. The 4 most powerful 
ugs available are used. 

2 tugs are made fast on the hook forward and aft and 2 others are 
secured alongside. 

Especially for VLCCs, it is recommended to use tug lines putting eye 
over bitt. 

Berthing Procedure: 

(a) CIM Berth Nos. 1, 2, 3, 4 and 5: Tankers bound for these berths 
ue, after having made tugs fast, moved directly into berth, mooring head 
n. Starboard side alongside Berth Nos. 1, 3 and 5; and port side 
alongside Berth Nos. 2 and 4. 

(b) CIM Berth Nos. 6, 7, 8: Tankers bound for these berths are swung 
othe first turning basin and towed stern first into the berth mooring 
head out with starboard side alongside Berth No.7 and port side 
dongside Berth Nos. 6 and 8. 

(c) CIM Berth No. 10: A tanker bound for this berth is, assisted by 
ugs, swung in the second turning basin just upstream of the berth, then 
moved into position parallel to the berth about 100 m. off and pushed 
aongside by the tugs, mooring with port side alongside. 

Exceptionally, when 2 VLCC's have to be berthed during the same 
WW tide, they can be berthed at CIM No. 8 and 10 starboard side to, 
nis saving 30 — 40 minutes corresponding to the swing. 

(}) SHMPP Berths JON 2 and 3: Tugs (usually 1 forward and 1 aft) 
4 made fast while vessels are proceeding through the tidal basins. 

Locking time is about 45 minutes, port side or side under the wind 
dongside, with 1 head line and 1 spring line forward and aft. After leaving 
Ne lock, vessels are berthed port side alongside at Jonction 3 and 
Sarboard side alongside at Jonction 2. 

Also see “Report” dated June 1982. 


The Port of Le Havre — Antifer, attached to the Port of Le Havre which 
vers it administratively, is a port on the coast located 4 km. South of 
“ape Antifer, at Saint-Jouin-Bruneval. 

_ is an oil terminal, designed to accommodate vessels of 550,000 
‘wt. and of 28.5 m. draft (Also see “Max. Size”). 

The port comprises: A breakwater 3,500 m. long protecting the port 
in Northern area and starting at Groin Point, 3 km. South of Cape 
lifer. A manoeuvring zone. A dry-land area of 35 hectares at the foot 

the cliffs intended for hydrocarbon storage and for port operation 
‘stallations. A 8 hectare service port. A mooring installation with 2 
Positions for tankers. The oil discharged into storage tanks is pumped 
— ‘0 installations in Le Havre port, by means of a pipeline of 42 in. 
a and 25 km. long. 

 |ides and Currents: At Antifer, the influence of the Seine estuary is 
"ch less than at Le Havre. The tidal curve is of the sinusoid type, 
danas however, being perfectly symmetrical. Slack water only lasts a 
sa Paha (about 20 minutes). With winds from the North to East, there 
te once of about 0.25 m. to 0.50 m. increasing with the amplitude of 


Phen) winds from the South to N.W., passing through a Westerly point, 
titers ¢ either a slight drop (0.15 m.) or a rise corresponding to the 
“ent of swell and sometimes reaching 0.75 m. 
. currents are alternating in their direction and generally parallel 
Soars With Spring tides they reach a speed of 3 knots. 
Wait reakwater protects the port from the action of ebb currents. 
ng Area has the approach route on its Southern edge. It has the 
%s jn Tapezium 2 miles in length. The Western commencement of 
ea toy of this area incorporates 2 anchoring areas: the N.W. 
tees ene of more than 25 m. draft, and the S.E. area for vessels 
an 25 m. draft. The 2 areas are separated by Buoy “A5”. 


=a 
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A Connecting Area trapezoidal in shape and 2.5 miles in length, 
connecting the approach route to the approach channel. 

An Approach Channel, 1,000 m. wide, marked on its Northern edge by 
Buoys “A8”", “A14”, “A16", “A18", and on its Southern edge by Buoys 
“A7”, “AQ”, “A17”. This channel is orientated in the same direction as 
the approach route on a bearing of 118.5°. Buoys “A7”, “A8” and “A9” 
form at the entry of the channel a triangle easily identifiable by radar. 
An Access Channel 3.5 miles long, 700 m. and then 550 m. wide and 
on a bearing of 127.5°. It is marked by 4 pairs of buoys: “A19/A20”, 
“A21/A22”, “A23/A24”, “A25/A26”. Its depth is 25 m. 

A Separation Area adjacent to and to the South of the access channel, 
allowing vessels on entering to make a half-turn to come out of the 
channel and then come if necessary to the waiting area. The centre of 
this area is marked by Buoy “DA”. 

A Swinging Area sheltered by the main breakwater, marked to the South 
by buoy “A27”, and to the East by Buoy “A29”. 

The conditions of current (direction and force) and the height of the 
tide determine, in terms of the drafts of vessels, the periods during which 
the port may be entered, and which are somewhere between full and 
low tides. 

Vessels must, therefore, on leaving the separation area, follow entry 
instructions given to Masters by the Pilots, with the agreement of the 
Port Captaincy of Havre-Antifer. 

Pilotage: The Pilot is taken onboard in the waiting area in the 
disengagement area by means of a pilot boat, a launch or the helicopter 
allocated to the Le Havre pilotage service. 

Port: To the North of the swinging area, is the mooring area dredged to 
26 m. allowing access to 2 alongside berths which have depths of water 
of 27.5 m. — 28.0 m. 

The service port is reserved for the mooring of tugs, pilot boats, anti- 

pollution equipment (booms) and servicing equipment. 
Arrival Advice: Masters of vessels destined for Antifer, as well as those 
whose vessels may enter either Le Havre or Antifer, must send to the 
Harbour Master of Le Havre a message stating the date and time GMT 
of their arrival at the Antifer landfall buoys or at the Le Havre lightship 
and stating the draft of their vessel. 

This message must be sent via a coastal station at least 12 hours in 
advance and confirmed by a VHF message 3 hours prior to arrival at 
the landfall buoys of Antifer or at the lightship. In return, the vessel will 
receive from the Havre Port station all information and necessary 
instructions. 

Radio: The Antifer Port Control (call sign Havre-Antifer) listens out 

permanently on the following frequencies: 
156.8 MHz (Channel 16) VHF 
157.10 — 161.7 MHz (Channel 22) 

If Channel 22 is not available on board the vessel, Channel 14 
(156.7 MHz) can be used after having first called up on Channel 16. 

Radio communications are used for: Port operations (movements of 
vessels) and guiding vessels during times of fog. 

Radar Assistance: During times of fog, radar assistance is supplied to 
vessels by the radar located on La Heve lighthouse (guidance provided 
by the Semaphore Lookout of Le Havre) as well as by the radar of the 
Oil Terminal (guiding provided by the Captaincy of Antifer from the Buoy 
“A-16"). Vessels requiring radar guidance must start by requesting it 
on the call-up frequency (Channel 16). Only after an affirmative reply 
can they switch in to the connections affected by radar, taking necessary 
precautions (listening out in advance) not to disturb a guiding process 
already taking place. Assistance is given in strict rotation of requests. 
Information is supplied free of charge in French and in no way renders 
the Port Authority responsible. Such information covers the following: 
route clear or not, vessels anchored or under way in the vicinity, 
successive positions in relation to the landfall buoys, possible position 
of the pilot vessel, then guidance in the channel as far as the swinging 
area and mooring area. 

Syledis: A system of aid to navigation and to manoeuvring, covering the 
receipt on board the vessels of parameters covering in particular the 
position, the speed, is in the course of being tried out. It requires the 
Pilot bringing on board a small transmitter/receiver. 

Aids to Manoeuvring: \n order to facilitate swinging manoeuvres and 
mooring of large tankers, the Port of Antifer has 3 lights of different 
colours, the positions and characteristics of which are as follows: 

Access guiding light (on the open storage area at the foot of the cliffs) 

— light with red, white, green sectors, regularly flashing (4 secs.) 
the red sector to the North the green to the South. 

Guiding lights for coming alongside (on the breakwater). 

West light (position 3) — light of red, white, green sectors, regularly 
flashing (4 secs.) — Red sector to the East, green to the West. 

East light (position 2), light of red, white, green sectors, flashing twice 
(6 secs.), red sector to the West, green to the East. 

Each quay berth is equipped with aids for mooring comprising 
luminated panels showing the distance to the berthing point of the bow 
and the stern of the vessel; the speed (in cm./sec.) of approach or pulling 
away of the bow and stern of the vessel in relation to the berthing point. 
Fuel: Supplied by pipelines on the berth (S.H.M.PP. depot). 

Cranes: 2 cranes of 2.5 tons capacity on the berth (1 per position). Berth 
for heavy items in the service port — handling by mobile crane. 
Floating Equipment: Pontoon for transporting heavy items. 

Tugs: Stationed in the service port are 1 or 2 tugs of 4,000 h.p. or 
4,900 h.p. Other tugs required for manoeuvring come from Le Havre. 
Pollution: Barrages laid on pontoons in the service port can be very 
quickly placed into service. 

General Information: 

The Port Captaincy is situated on the open area of the Service Port. 

Tel: 35.21.74.00 Extension (92) 403 or (92) 404 or 35.20.71.70. 

Pilot's office: At Le Havre Pilot's Office. 

Towing: The Les Abeilles Company on the pontoon in the service port. 

C.1.M. Depot: 35.26.51.05. S.H.M.PP. Depot: 35.24.11.77. 

Communications: By buses from Saint Jouin. The airport of Le Havre- 

Octeville is 16 km. to the South of Antifer. 
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DENSITY: In outer port and tidal docks: salt water. In inside docks 
brackish. Density depending upon season and amount of fresh water 
brought in by river Seine and Canal de Tancarville. 

FRESH WATER: Most berths supplied by shore hydrants. Otherwise 
by barge minimum quantity invoiced then being 50 cu.m. Overtime 
charged in addition. Late cancellation of barge invoiced. 

FUEL: All grades available, viscosities from 200 sec. to 3000 sec. 
Redwood. Minimum 48 hours advance notice required to prepare 
barges. 

FIRE PRECAUTIONS: Dangerous cargo must be declared on “Inbound 
Bill” and in order not to delay vessel's entry it is highly recommended 
to inform Agent of quantity and exact nature of dangerous cargo on 
board 48 hours prior to arrival, thus enabling Agent to get in touch with 
Harbour Master and take necessary steps which may go from a single 
smoking prohibition up to a fire-picket on the quay during all the call. 
Tankers: A “Notice to Master's of ships loading/unloading hydrocarbons” 
is handed to Master upon arrival. This notice specifies inter alia: repairs, 
ventilation/cleaning of tanks, handling of goods subject to Harbour 
Master's authorisation. All naked lights and fires prohibited, boiler 
furnaces and galley ranges excepted, such exception cancellable on 
simple order of Harbour Master or Depot Manager. 

CONSULS: The following countries have representatives at Le Havre: 


Argentina Guatemala Panama 
Belgium Haiti Peru 

Brazil Honduras Portugal 
Chile Italy Salvador 
Colombia Ivory Coast South Africa 
Costa Rica Japan Spain 
Denmark Liberia Sweden 
Dominica Madagascar Switzerland 
Ecuador Mexico United Kingdom 
Finland Netherlands Uruguay 
Germany Norway Venezuela 
Greece 


REPAIRS: 11 berths for vessels up to 350 m. Depths up to 10.0 m. 
2 berths can accept vessels up to 550 m. LOA. 
Societe Nouvelle des Ateliers et Chantiers du Havre (SNACH), 30 rue 
pod Rousseau, 76090 Le Havre. Tel: 35.26.81.77. Telex: 190 
22 F. 


Specialises in: Ship repairs (boilers, engineering, 
electricity); Alterations and conversion; Jumboisation. 

Siren — Route du Mole Central, B.P.1286, 76068 Le Havre Cedex. 
Tel: 35253543. Telex: 190964 F. 

Also see “Dry docks”. 


fitting out, 


DRY DOCKS: 
Graving Overall Inside length Entrance width 
docks length at block level at block level 


ea (m.) (m.) 
International Ship Repair Centre 


Floating Dock 310.00 290.00 53.00 
Dry Dock VII 319.00 313.00 38.00 
Eure Dry Docks 

Dock IV 184.10 181.46 28.12 
Dock V 168.75 163.70 19.05 
Dock VI 131.00 127.33 14.20 


High tides vary from (+5.80) to (+8.30). 

New floating dock, capacity 220,000 tonnes. Lifting capacity 
50,000 tons. 

SURVEYORS: 

Bureau Veritas, 71 bd. de Strasbourg, 76600 Le Havre. Tel: 
35.22.69.23. 

American Bureau of Shipping, 4 rue Andre Caplet, 76600 Le Havre. 
Tel: 35.42.39.83. 

Det Norske Veritas, 19 quai George-V, 76600 Le Havre. Tel: 
35.42.26.05. 

Germanischer Lloyd, 110 rue Gustave Flaubert, 76600 Le Havre. Tel: 
35.43.75.18. 

Lloyd's Register of Shipping, 7 rue Pierre Brossolette, 76600 Le 
Havre. Tel: 35.42.42.15. 

GANGWAY/DECK WATCHMEN: Compulsory, by ship's crew. Sworn 
watchmen in uniform and equipped with a VHF set may be obtained 
from the Port Authority per hour for day and night, working days and 
holidays. Some other companies may also supply watchmen (not sworn) 
at lower prices. 

OPENING/CLOSING HATCHES: May be done by stevedores at the 
same price as shifting of cargo depending upon the type of cargo and 
consequent number of men included in the gang. 

It is highly recommended to carry out opening by the crew before 
beginning of shift to avoid both loss of time and expensive charges and 
also risk of accident to stevedores who are sometimes not well aware 
of vessel's closing system. 

!t is emphasised that for reefer cargo stevedores wait for cold exhaust 
half an hour after opening hatches before getting down in the holds. 
Consequently it is strongly advised to stop ventilation and start opening 
hatches with crew about 1 hour before beginning of shift keeping in mind 
that for reefer cargo, the morning shift may commence at 0500 hrs. 
CERTIFICATES: 

Tonnage Certificate. 

Safety Construction Certificate. 

Loadline Certificate. 

Safety Radio Certificate. 

Safety Equipment Certificate. 

Derat Certificate. 

Cargo Gear Register. 

(Fresh water analysis certificate may also be requested.) 

CUSTOMS ALLOWANCES: 200 cigarettes or 200 grammes tobacco 
plus 1 bottle spirit (must be mentioned on Crew Declaration List). Crew 
members may obtain extra allowance but only after 5—6 days’ call. 
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CARGO GEAR: Cargo handling usually carried out by means of y 
cranes. Hatch-tents to be supplied by vessel. 

REPATRIATION: Except if airplane chartered by Owners, all crews 
to pass through Paris. 

AIRPORT: Le Havre Airport 7 km. from the centre of the town, 
runway of 1,800 m. x 40 m. may receive chartered planes up to 4), 
total weight (50 tons with special authorisation). Regular flights trom, 
to Orly (Paris Airport) twice a day, holidays excepted. 

TIME: GMT plus 1 hour from last Sunday in September to last Sung 
in March and GMT plus 2 hours last Sunday in March to last Sunds 
September. ' 
HOLIDAYS: New Year's Day (January 1st); Easter Monday; Labo) 
(May 1st); Victory Day (May 8th); Ascension Day; Whit Monday; 
Holiday (July 14th); Assumption B.V. Mary (August 15th); All Saint's; 
(November 1st); Armistice Day (November 11th); Christmas ) 
(December 25th). No work possible except for passenger ships » 
tankers the latter being loaded/discharged round the clock every @ 
POLICE/FIRE/AMBULANCE: Emergency (Fire) 18; Emergency 
Aid) and SAMU 15; Police 17 or 35.21.77.00. 

an ih Possible at most berths. Apply to ship's Agent pr 
arrival. 

SHORE LEAVE: Authorised within port and town area. Foreign seay 
wishing to go further and more especially to Paris must obtain py 
authorisation and consequent pass. 

CREW IDENTIFICATION CARDS: Not required. Recommende; 
have Passport or Seaman's Book to go ashore. 
REGULATIONS: Vessels carrying dangerous cargo must when, 
roads or in the entrance channel, show the red flag by daylight or |; 
light by night-time. When leaving the port they must keep their Pig, 
to the end of the channel. 

Vessels arriving with hazardous cargoes must declare same toh 
Control 48 hours prior to arrival. 

General: When the Pilot comes on board, he hands to the Master) 
containing: 

A leaflet showing a map of the port, the position of the fire brigz 
points, call-up points in the event of fire, fire-fighting hydrants, a ls 
ipa rade telephone numbers, a list of VHF Channels monitored by: 

taincy. 

ne copy, with map, of the the Maritime Prefect's decrees cove 
the circulation of vessels in the roads and channel, and in particule 
tankers. 

An entry declaration which the Master must complete and wr 
enables a check to be made that the hazardous material transp 
has already been the subject of a prior declaration to the Captaing 

On berthing, instructions are handed to vessels: 

— either by the ship’s Agent where conditioned goods are involve 

— or by the operator of the berth for bulk carriers (liquid or liqué 
hydrocarbons, chemical products). 

Furthermore, for these vessels, a check-list in accordance witht 

recommended by the IMO must be completed and signed jointly by? 
vessel and the terminal, prior to commencement of commer 
operations. 
DEVELOPMENTS: Aapid Turnaround Port: Phase 1 in oper 
Phase 2 under construction at new Quai de |'Pacifique with ley 
450 m. and depth 13.5 m. The quay will have 2 gantry cranes. The 
will be extended further at a later date. 


REPORT: June 1982 (Updated 1988). 
Requirements When Vessels Call to Load/Discharge LPG at Nom 

Further to difficulties encountered for some months now in rece 

despatch of vessels, we would like the associates of NORGAL (or 
customers) to let us know by telex, as soon as possible and for e& 
operation, information of a general, technical and administrative 
those sections which are an obligatory nature being preceded bj' 
sign (+). 

1. General Information: 

+ Name of vessel and its ETA (expected date of arrival in the 108 

+ Nature of the operation (import, export, transit under Cust? 
control). 

+ Approximate quantity in tonnes and product and possibly’ 
breakdown of capacity confirmed by a telex from the intere* 
associate. 

Name of consignee (if possible). 

2. Technical Information: 

+ Temperature of product. 

On board pressure. 
Hourly pumping capacity. 
Height of manifold in relation to water level. 
Dimension and series of manifold flanges. 
Laydays and possibly demurrage. 

Receiving Possibilities at NORGAL 

Propane: 

(a) If temperature = 42°C and max. pressure 30 mb. (with retu” 
gas) : 1,000 tonnes per hour. 

(b) If temperature = —10°C and max. pressure 3 bars : 300 tom 
per hour. 

(c) If full pressure : 80 tonnes per hour. 

Butane: 

(a) If temperature = 10°C and max. pressure 30 mb. (with ret” 
gas) : 1,000 tonnes per hour. 

(b) If full pressure : 70 tonnes per hour. 

Characteristics of vessels: 
Maximum length : 240 m. 
Total displacement : 67,000 tonnes. 
Depth of water : 12.0 m (39 ft. 04 in.). 
Quality if Product Admissible: , 

French commercial standards, for butane, the temperature ms 

be less than —8°C for a tv of O bar (effective). 


3 administrative information (for Customs). 


© product origin. » Bh 

‘ per tonne and currency of invoicing. , 

. Kind of contract (f.0.b., c. and f., c.i.f.). If contract is f.0.b. state the 
amount of freight and insurance per tonne. If contract c. and f. state 
amount of insurance. 

. Invoice weight (at level acceptable to Customs). ; 

+ Bank domiciliation (name of bank, number of pay office, number 

of domiciliation file) or the bank domiciliation file. 

Note: The invoice and possibly the original of the Certificate of Origin 

ng exemption form Customs duty (T2L, Certificate type “A”, 

Certificate EUR1) must be sent to us as quickly as possible to be 

attached to the Customs entry or to put right this entry as quickly as 


possible. 
(v) Exports: at: war 
+ Consignee of the invoice and final destination. 
+ Price per tonne and currency of invoicing. 
+ Kind of contract (f.o.b., c. and f., c.i.f.). If contract is c. and f. or 
cif, state f.o.b. value. 
+ Invoice weight (as recognised and acceptable to Customs). 
+ Name of domiciling bank and number of pay-office. 
Note: The export invoice must be sent to us urgently for settlement at 
the end of the month. 
(c) Transit Under Customs Control: 
) Receipt. P ‘ah 
+ Declaration of Transit A42, if it has not been able to be placed on 
board. 
+ Amount of freight per tonne for payment of VAT, where a foreign 
vessel is involved. 
(i) Despatch. ; PIE 
+ Consignee and Customs Office of destination. 
+ Number of derogation of flag monopoly if a foreign vessel is 
involved. This number is required by Customs before loading. 


SHIPMASTER’S REPORT: June 1987. 
Berth: Berth ATO 2 at Gonfreville. 
Documents: 

6 copies Crew List. 

2 copies Crew Declaration. 

2 copies Manifest (including bond, ship’s stores, currency, etc.). 

1 copy Health Declaration. 

2 copies Cargo Manifest. 

Pilotage: Le Havre Pilot boards in the vicinity of LH14 Buoy from a high 
speed launch. Helicopter can be used in poor weather. 

Approaches: Vessels can cross Antifier Channel after obtaining 
clearance on VHF Channel 22. 

Vessels cannot cross East of Buoys A21/22. Pilots advise just West 
of A17/18. 

Tugs: Not required for our vessel inward or outward except if high winds 
blowing. 

Locks: Vessel locked into canal system after passing through Francoise 
Premier Lock. Time in lock about 20 minutes. Vessels can be delayed 
up to 1 hour if other ships lock-in at the same time. 

Serthing: Vessel berthed port side to Berth ATO 2 on the North side of 
Grand Canal du Havre, which is about 20 minutes from the lock. 

For ethylene loading an 8 in. 150 ASA loading arm and a6 in. 150 ASA 
vapour return line are provided. The vapour return line can only return 
on completion of loading. Chemical handling using Chicksan arms is 
also possible on the berth. 

The shore tanks have 0.6 kg./sq. cm. pressure relief valves. Maximum 
bading rate 250 t.p.h. 

port side to, vessel can only use After liquid line/After vapour line. 
starboard side to, use Forward liquid/vapour line. 
na at this berth consist of 2 head lines and 2 springs forward 

aft. 


Depth alongside 10.4 m. Maximum size vessel accepted at the berth 
$30,000 cu.m. 
Shore gangway provided. 
Fresh Water: Available from the pier ex-hydrant. 
ad pate delivering ship’s stores may proceed to within 50 m. of 
sel, 
Also see “Shipmaster's Report” dated December 1988. 


SHIPMASTER’S REPORT: December 1988. 
le following is an update of Shipmaster's Report, dated June 1987. 
chorage: Waiting Area No. 1 is a small area for a port the size of 
le Havre. The anchorage runs into Rouen Anchorage. Do not anchor 
mihin 1 mile of Le Havre Fairway which is radar controlled. The 
anchorage is exposed to all winds. 
erage: Small vessels without tugs are allowed to berth in very low 
‘sbilty, dependent on Pilot/Master and vessel's radar. Vessels 
puiring tugs must have 250 m. visibility. 
498: Tugs not required in or out for smaller vessels, except if there are 
arta tugs are powerful and the tug wire is used. One hour's 
; uired. 
one Vessels can also proceed to Gontreville by way of the old locks 
oe hemontVetillart (max. LOA 160m., max. beam 22m. and 
etna 8.0 m.) and Canal du Havre. The time taken from Buoy LHO5 
Saris ATO2 via the old system is 3 hours. 
ng: Vessels can also berth starboard side to at Berth ATO2, but 
Che pganaway is difficult. 
259 ima Chicksans also available on berth. Max. 
= " 
ilo Telephone: Nearest public telephone is at Sogestrol Office or 
“Ase loading facility, about 1 mile down the road towards the lock. 
oHice Possible to telephone the agent or the chandler from the jetty 


loading rate 


FRANCE 


Airport: Le Havre Airport is about 30 minutes by road from the berth. 
There are daily flights to and from Gatwick. 

Rail Link: There is a good rail link with Paris, time of journey about 
90 minutes. 


AUTHORITY: Port of Le Havre Authority, Terre-Plein de la Barre, 
B.P. 1413, 76067 Le Havre Cedex. Tel: 35.21.74.00 Telex: 190663 
Port Havre. FAX: 35.21.74.51. 

Harbour Master's Office: Boulevard Kennedy, 76600 Le Havre. 
Tel: 35.21.74.37/35.21.74.38. Telex: 190663. Cables: Havreport. 


LES SABLES D’OLONNE: 46.29 N. 01.47 W. 
(See Plan) 


PORT LIMITS: Entrance to wet dock constitutes port limits. 
DOCUMENTS: 

2 copies Crew and Passenger Lists. 

2 copies Personal Effects Lists. 

2 copies Stores Lists. 

1 copy Cargo Manifest from ship's papers for Customs Authorities 
and all Bills of Lading, Ship's Papers, etc. 

PILOTAGE: Pilotage is compulsory for all vessels equal to or exceeding 
50 m. in length and for all oil and gas tankers. 

The compulsory pilot boarding points are two straight lines from “La 
Petite Barge” Buoy (Lat. 46° 28.9’ N., Long. 01° 50.6’ W.), to “Le Phare 
des Barges”, and to “La Peruse” rock. 

Confirmation of ETA can be given to the Agent or Pilot. Tel: 51-32- 
60-97. 

Channel 12 VHF is continuously watched as soon as Pilot is on board. 
Pilot boat is 9 m. long (black and white hull). 

ANCHORAGES: Vessels awaiting Pilot may anchor about one mile 
eae of the West breakwater. They can use pilot services in bad 
weather. 

MAX. SIZE: Vessels up to 110 m. LOA and beam 16 m. Draft 4.8 m. to 
6.2 m., dependent on tides. 

HEALTH: Customs take action against suspected diseases or fever on 
board when vessel arrives. 

RADIO: Saint Nazaire & Arachon Radio. All ETA and other messages 
should be in local time. 

VHF: Harbour Authorities keep watch on Channel 12 during opening of 
lock gates. At neap tides, the watch is kept for 1 hour 30 minutes before 
and after HW.; at Spring tides for 2 hours before and after HW. 
RADAR: There is no Port Control Radar. 

TUGS: None, pilot boat assists. 

BERTHING: Max. beam 16m. to allow passage through lock gates. 
Max. LOA 110 m. 

BRIDGES: None. 

CRANES: Mobile cranes 15 tons — 30 tons. 

STEVEDORES: Working hours from 0700 — 1200hrs. and 1400 — 
1900 hrs. No work on Saturdays. 

MEDICAL: Full hospital facilities available. 

FRESH WATER: Available in unlimited quantities, with 6 to 12 hours 
prior notice. 

FUEL: By lorry from Nantes or La Pallice. 

REPAIRS: Small repairs carried out if sufficient spares available. 
SURVEYORS: None. 

HATCHES: Opening/closing carried out by vessel's crew. 

CUSTOMS ALLOWANCES: 200 cigarettes and 2 litres of spirits per 


person. 

REPATRIATION: Possible. 

AIRPORT: At Nantes, 87 km. distant. 6 — 7 flights daily. 

TIME: GMT plus 1 hour. Summertime GMT plus 2 hours (March to 

September). 

HOLIDAYS: Port is open all year round. 

POLICE/AMBULANCE/FIRE: Police, 17; Ambulance, 51 951953; 

Fire, 18. 

SERVICES: Compass adjusting. 

SHORE LEAVE: When Immigration and Customs requirements have 

been satisfied, there is no restriction on crew shore leave so long as 

they rejoin the vessel before departure. 

DEVELOPMENTS: None. 

GARBAGE DISPOSAL: Not available. 

WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS: Seamens Catholic Mission, Tel: 51320637. 

CURRENCY: French Franc (FFr). 

AUTHORITY: Mr. le ingenieur des Ponts et Chaussees, Service 

Maritime. Quai Dingler, 85100 Les Sables d'Olonne. Tel: 51.21.02.61. 
Bureau du Port, 1 Rue Colbert, 85100 Les Sables D’Olonne. 

Tel: 51.95.11.79. Contact: Jean-Pierre Baret, Harbour Master. 


AGENT: Pierre Lambot, Quai Archereau, B.P. 65, 85102 Les Sables 
d'Olonne Cedex. Tel: 51-951010. Telex: 710634. Fax: 51.21.23.11. 


LIBOURNE: 44.55 N. 00.15 W. 
Port closed. All vessels proceed to Izon. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle 


LORIENT: 47.45 N. 03.21 W. 


DOCUMENTS: 

Cargo Manifest or Manifest of Ballast. 

Certificate of Cargo Space. 

Bills of Lading. 

Ship's Register. 

6 Crew Lists. 

3 Passenger Lists. 

Health Declaration. 

Derat Certificate or Exemption. 

Declaration of Crew Personal Effects. 

PILOTAGE: Compulsory for all vessels over 60.0 m. LOA. Vessels must 
confirm their ETA to the Pilot Station (VHF Channels 16 or 12) and/or 
the Harbour Master's Office (VHF Channel 12) and/or Lorient Signal 
Station (VHF Channels 16 or 12) at least 2 hours prior to arrival on 
Lorient Roads. The Pilot boards from a launch 1 mile S.W. of the Fairway 
Buoy or in the anchorage area. Large vessels only proceed at slack 
tide. Pilot Station: Tel: 97.21.46.47. Telex: 950847F. Fax: 97.64.67.86. 
ANCHORAGES: The area centered around position Lat. 47° 40’ N., 
Long. 03° 25' W. offers a fair waiting anchorage in depth of 15.0 m. — 
20.0 m., sand and shell, good holding ground. 

Mooring buoys are positioned off Port Tudy on the North coast of lle 
de Groix. These buoys are reserved for the use of the French Navy. 
There are prohibited zones for anchoring due to presence of submarine 
cables, marked on chart (French Charts No. 5912 and 6470). 
RESTRICTIONS: There are 2 entry channels to the port. The South 
Channel, depth 3.6 m. is used exclusively by local fishing boats. The 
West Channel is marked by the alignment of 057°. This channel is 
dredged at 8.0 m. below datum (March 1988). Both channels are very 
well marked. 

Traffic signals are hoisted at Port Louis Citadel as follows: 3 red lights 
— Entry or Exit prohibited. 3 green lights — Entry or Exit allowed. 

Tankers: Vessels carrying more than 500 cu.m. of hydrocarbons, or 
other dangerous cargoes in bulk, intending to enter Lorient Harbour, 
should report 6 hours in advance to “Marine Lorient” and Port Captain, 
giving details of cargo and of any defects which may affect 
manoeuvrability. Traffic of such vessels is regulated by Lorient Signal 
Station — 1 or 2 tugs are compulsory by law. Other vessels may obtain 
information about such movements on Channel 16. 

HEALTH: Pratique given by Customs Officers who board on arrival. If 
any case of suspected disease on board or any reason why vessels 
should not receive Free Pratique, Master should radio Agent before 
arrival, advising full details. 
RADIO: Use local station Radio Conquet or Radio Saint-Nazaire. 
Regulations: All vessels have to confirm their ETA to the Harbour 
Master's Office 24 hours before arriving on the roads of Groix. 
VHF: Port Captain keeps watch on Channel 12. 
" Lorient Signal Station keeps watch on Channel 16 throughout 24 

Ours. 
TUGS: 12,556 h.p., 11,740 h.p. and 1x700h.p. for the use of 
merchant and fishing ships. Several tugs from 1,200 h.p. to 250 h.p. 
belonging to French Navy can be requested if necessary. 
BERTHING: Kergroise Quays, 568 m. Max. length of vessels 260 m. 
Depth of water 10.0 m. below datum. 

ine berth, length 150 m. Depth of water 8.0 m. below datum. 

One Ro/Ro berth is available for ships of 150 m. length, depth of water 
is 8.0 m. below datum. 

2 discharge gantries, 500 t.p.h. and 750 t.p.h., feeding a silo and road/ 
rail transit station. 

11 cranes. 6x 10 tons at 30 m. and 5x6 tons at 22 m. Also 1 mobile 
crane of 6 tons and 1 Kangaroo crane of 22 tons at 40 m. 
TANKERS: The Oil Jetty is 112 m. long and can accommodate tankers 
up to 180 m. length, the depth of water is 9.0m. below datum. The 
diameter of the manifold is 8 in. 
paar WATER: Can be supplied at all quays and at the Oil Jetty. Rate 
10 t.p.h. 

CONSULS: Norway, Denmark, Netherlands and Sweden. 

REPAIRS: Minor deck and engine repairs can be carried out. Slipways 
can accommodate 6 fishing boats at the same time. There are 3 dry 
docks, the largest of which is 186.20 m. long x 26.33 m. wide (Navy). 
MEDICAL: All facilities available. Local maritime and civil hospitals. 
AIRPORT: 10 km. from port. There are a minimum of 2 flights a day to 
and from Paris. 

TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer. 
HOLIDAYS: New Year (ist January, no labour available); Easter 
Sunday (possibility of labour with overtime); Easter Monday (no labour 
available); Labour Day (1st May, no labour available); Ascension Day 
(possibility of labour with overtime); Whit Sunday (possibility of labour 
with overtime); Whit Monday (no labour available); National Day (14th 
July, no labour available); Assumption Day (15th August, no labour 
available); All Saints’ Day (1st November, no labour available); Armistice 
Day (11th November, possibility of labour with overtime); Christmas Day 
(25th December, no labour available). N.B. Every Sunday and day 
ate “possibility of labour with overtime” can be worked at the rate 
of 100%. 

POLICE/FIRE/AMBULANCE: Police Tel: 97.21.19.16; First Aid Tel: 17; 
Ambulance Tel: (97) 65.33.44; Fire Tel: 18. 

TELEPHONES: One portable telephone available on request. Only cost 
of calls are charged. 

IDENTIFICATION CARDS: Crewmen going ashore should carry 
passport or identity card. 

GARBAGE DISPOSAL: Skips are provided free of charge for domestic 
waste on all quays. A 600 Itr. container can be arranged through CCIM, 
Tel: 97.87.76.00. 

For industrial garbage, contact Grandjouan, Tel: 97.76.00.22, in order 
to arrange for 6 cu.m. or 11 cu.m. skips. Charges are 745 FFR and 
982 FFR per hour respectively. 
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(See Plan) 


WASTE OIL DISPOSAL: Waste oil can be collected free of Char, 
quantities of 200 Itr. or more. Contact HUMEAU, Tel: 98.59.61, 
CHIMIREC, Tel: 99.99.15.38. 

Oily water mixtures can be collected by tanker truck at a Coe, 
547 FFR per hour. Contact DESTEVE-LE TEUFF, Tel: 97.76.0909. 
SANIROISE, Tel: 97.86.06.61. 

SEAMAN’S CLUBS: Marin’ Accueil, 21 
56100 Lorient. Tel: 97.83.80.20. 
CURRENCY: French Franc (FFR). 
AUTHORITY: D.D.E. Morbihan — Service Maritime et de Navi 
Boulevard Adolphe Pierre, 56321 Lorient, France. Tel: 97.64.1\) 
Telex: Marilor 950 887 F. Contact: H.Goetz, Port Director. 

Harbour Master's Office: 3 bis Boulevard de la Rade, 56100 
France. Tel: 97.37.11.86 and 97.37.12.71. Telex: Capilor 951 5%, 
FAX: 97.37.90.73. Contact: F. Morin, Port Commandant. 


Bd. Jacques Cay 


MARANS: 46.18 N. 01.00 W. 
No ships have called since 1984. 


MARSEILLES: 43.18 N. 05.25 E. 


(a) Old Port to Estaque 
ey on de Bouc/Lavera/ Caronte/Etang-de-Berre/La Me 
c) Fos 


(a) OLD PORT TO ESTAQUE 


DOCUMENTS: 

Inward Declaration (Printed Form presented by Pilot on boarding 

Ships Register. 

Declaration of Health. 

3 Crew Lists. 

2 Provisions Lists. 

2 Lists of Passengers in Transit. 

2 Lists of Passengers disembarking. 

1 List of Ports where cargo is loaded for Marseilles. 

Cargo Manifests and Bills of Lading. 

1 List of Crew Personal Effects. 

Entry Procedures: On arrival, French Authorities do not visit the s¥ 
systematically. However, as circumstances require, Police, Customs# 
Health may do inspection on board. 

Free Pratique by radio is possible be sending cable to “Sang 
Marseilles” through Marseilles Radio before arrival on roads. 

Inward Declaration, duly filled in by Master must be delivered to” 
Authority upon arrival. 

Other formalities are completed by shipbrokers and consignees. 
PILOTAGE: Arrival: Contact port authority by VHF on Channel 120 
hour before arrival (“Marseilles Port”). Compulsory. 21 pilot launce 
mostly painted black, wooden hulls with white anchor insignia °° 
bo' 


(See Pl 


Ww. 

Contact pilot station and pilot boats by VHF Channel 8, one '® 
before arrival. A 
Southern Entrance: Pilot boards between “Le Frioul” and “Chateaué 
island. Max. recommended draft 28 ft. 06 in. in good weather. 
Northern Entrance: Pilot boards at Estaque roads. In case of si 
N.W. winds or for all deeper draft vessels the Northern entrant 
preferred. 

Vessels anchoring in roads without a Pilot will still incur full pi 
fee. 

On departure, 15 to 30 minutes notice sufficient to order Pilot ® 


tugs. 
ANCHORAGES: Marseilles North, Saint Marie and Endoume. 
MAX. SIZE: Draft dependent on berth depth up to max. of 14.5% 
HEALTH: Free Pratique automatic for vessels coming direct id 
continent or Italy and “Q” flag not to be flown. From other count® 
including Spain and Portugal — usual procedure applies. Unless s* 
arrangement for passenger liners, Free Pratique not given by rado,® 
practice of issuing Health or Customs Clearance on sailing af 
discontinued. r 
Free Pratique by Radio: Send cable to “Saniport Marseilles | 
Marseilles Radio between 0700 hrs. and 1900 hrs., containing 
following information: 

Ship's Name, ETA Marseilles, from (last 3 ports in reversed 
number of crew. 

Then “ZT” (my Maritime Declaration of Health has negative a 
concerning the 6 health questions). 

Date of Derat (exemption) Certificate. 

Then “ZS” (my ship is healthy and | ask for Free Pratique). 


cxample: Balder Antwerpen ETA 17/2300 Malaga, Hamburg, Bremen 
bas stop ZT Stop 06/07/81 stop ZS. Regards Master. 
a 0700 hrs. to 1900 hrs., answer of Saniport will be: “ZY” (Free 
pratique 'S granted). y 7 “+ 
# Free Pratique Is requested and granted by radio, no sanitary officials 
noard the vessel, no declaration must be filled in, and crew members 
yanted shore leave without delay. Furthermore, the “Q” flag must 
not be flown on arrival. ; be 
The above information was supplied to a Ship's Master by the Port 


icials. 
HO vihin 150 miles Marseilles Radio/FFM — otherwise St. Lys/ 


wil 


Ht Port Authority on Channel 12. Tugs on Channel 6. 

AR: Port and approach radar station. 
TUGS: About 3 tugs available, from 1,200 h.p. to over 3,000 h.p. Ship's 
ines normally used. er : 
RBERTHING: When specific side alongside berth required. Agents radio 
waster prior arrival also advise Pilot. Otherwise side alongside at 
gscretion Master after conferring with Pilot. 


Usable - Max. 
th Berthing 'ermissible 
_ Length Draft Hones 
(m.) (m.) 
a 
96 105 7.70 Ro/Ro berth 
95 104 7.70 Wine, Rate 150 t.p.h. 
94 105 7.70 Ro/Ro berth 
92 147 7.70 Ro/Ro berth 
91 130 7.80 
90 130 7.80 Ro/Ro berth 
88 155 8.00 Ro/Ro berth 
87 130 8.00 
86 131 8.00 Ro/Ro berth 
84 147 8.00 Ro/Ro berth 
83 135 8.00 
82 135 ito Ro/Ro berth 
81 140 7.60 Ro/Ro berth 
80 130 9.00 Equipped with Ro/Ro 
pontoon 
79 109 9.00 
78 109 9.00 
77 109 9.00 
76 109 9.20 
75 109 9.00 
74 109 9.00 Ro/Ro berth 
70 132 9.60 Ro/Ro berth 
69 131 8.50 
68 100 5.80 Equipped with Ro/Ro 
67 120 6.35 pontoon = 36 m. 
66 120 6.35 Ro/Ro berth 
65A Service berth 
65 138 6.10 Ro/Ro berth 
64 137 6.50 
63A 102 6.70 Waiting berth 
63 127 7.00 Ro/Ro berth 
60 8.80 
59 173 7.80 Ro/Ro berth 
58 175 8.60 Banana Terminal — 4 
unloaders 
54 — 9.80 Ro/Ro berth 
§7 — 8.60 Ro/Ro berth 
53 149 10.00 Air-Conditioned Shed 
52 120 8.00 Waiting berth 
51 115 7.50 
50 111 7.00 Ro/Ro berth 
49 Service and marine fire 
brigade 
48 135 8.00 Solid bulk cargoes 
47 135 10.00 Solid bulk cargoes 
46 106 8.50 Waiting berth 
45 129 7.00 
44 130 7.50 Ro/Ro berth 
43 151 8.00 Ro/Ro berth 
42 150 7.00 Ro/Ro berth 
41 150 7.00 Not available 
40 171 10.00 Ro/Ro berth 
32 200 10.70 
31 200 10.70 
30 196 10.70 
28 135 8.50 Ro/Ro berth 
27 150 8.50 Specialist paper berth 
26 150 8.50 Ro/Ro berth 
25A 100 9.00 Service berth 
25 152 11.00 Specialist cereal berth 
24 154 11.00 Specialist cereal berth 
23 134 8.70 Waiting berth 
22 145 10.50 
21 145 10.50 
2 145 10.50 Sugar 
9 145 10.00 
14 227 8.80 Ro/Ro and Alumina in 
1 bulk 
a 171 10.00 Refrigerated store 
> 171 10.50 
‘a 171 10.50 Cruise ship terminal 
171 10.50 
9 = 11.50 Waiting berth 
8 
7 157 11.80 
157 11.60 


Usable Max. 
Berth Berthing Permissible 
No. Length Draft 
(m.) (m.) 
6 178 10.60 
5 178 10.60 
4 140 10.10 
3 140 11.10 
2 140 11.10 
186 162 14.50 
185 162 14.00 
184 162 12.00 
183 162 12.00 
182 161 12.00 
181 162 12.00 
163 no limit 13.50 
161 50 2.50 
160 104 7.20 
157 154 11.70 
156 154 11.70 
155 154 11.70 
154 154 11.10 
153 154 11.00 
152 155 11.00 
151 137 11.50 
148 220 9.50 
144 173 10.50 
143 90 9.50 
145 70 4.20 
146 105 4.20 
147 133 4.20 
170 132 
190 450 10.60 
131 215 11.00 
130 215 11.00 
129 216 11.00 
128 127 8.50 
127 170 8.50 
126 170 8.50 
125 170 8.80 
124 170 9.00 
123A 78 
123 150 11.00 
122 150 11.00 
121 151 11.00 
120 151 11.00 
119 151 11.00 
119A 100 7.20 
118 160 9.30 
117 160 9.30 
116 160 9.70 
115 160 9.70 
115A 85 5.50 
114 151 10.50 
113 151 10.50 
112 151 10.50 
111 151 11.60 
110 151 11.60 
109 152 11.60 
109A 68 12.00 
107 355 
106A 70 5.70 
106 120 5.50 
105 120 5.50 
104A 100 7.70 
104 100 5.60 
103 139 4.30 
102 139 4.70 
101 139 3.50 
100 139 3.50 
99 139 3.50 
98 450 8.00 
AVB 300 8.50 
CRANES: 


FRANCE 


Remarks 


Banana terminal 


Marseille Fruit Terminal 
Berths No. 181, 182 and 
183. 


Ro/Ro pontoon 

Naval repair berth 
Barges with heavy lifts 
Naval repair berth 
Ro/Ro berth 

Container Terminal 
2x40 ton gantry cranes 


Refrigerated Shed 
Ro/Ro berth 
MAVRAC quay 
Liquid bulk cargo 
Ro/Ro berth 
Ro/Ro berth 

Bulk liquid cargoes 
Vegetable oil 
Water (export) 


Floating repairs quay 
Naval repairs (under inert 
gas) 


Naval repairs 
— engine testing 
Waiting berth 
Waiting berth 


Naval repairs 


Service — lighthouses 
and buoys 


Naval repairs 


Naval repairs 
Naval repairs 


Naval repairs 
Service 


Naval repairs 
Clinker (5 cranes) 
Ro/Ro (Berth 109A) 


Service 


Bulk wine, 3 pumps (rate 
1,000 hi/h.). 

Bulk wine, 

1,000 h/I. loading, 

1,100 h/l. discharging 
also livestock 

Service berth 


Not available 
Not available 


Naval repairs 


Public Quay Cranes: 1x3 tonnes; 5x3 — 5 tonnes; 426 tonnes. 
Public Mobile Cranes: 1 x4 — 8 tonnes; 4x6 — 12 tonnes; 6x 15 tonnes; 


3x40 tonnes. 


14 dry dock cranes, largest has a lifting capacity of 150 tonnes. 
2 floating cranes for public use, owned by the Port Authority, capacities 
90 tonnes and 150 tonnes and one floating derrick owned by the Port 


Authority, capaci 
BULK HANDLIN 


500/600 tonnes. 
FACILITIES:Cereals: 


President Wilson Dock: Berth Nos. 24/25. Storage: The Madrague Silo, 
owned by the Societe Fonciere et Commerciale du Silo de la Madrague, 
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has a capacity of 30,000 tonnes in 143 cells. The silo is connected to 
the berth by covered conveyors. The silo is outside the port area. 
1 suction unit, rate 600 t.p.h. 

Grande Joilette Dock: Used for storage only. The silo, owned by the 
Marseilles Port Authority, is within the port area and has a capacity of 
22,000 tonnes in 99 cells. 

Minerals In Bulk: 

National Dock: Berth Nos. 47 and 48. Specifically for bulk traffic, handled 
by bucket-cranes. Storage: 4,000 sq.m. (43,040 sq.ft.) in the open, 


beside the East Quay. 2 cranes, rate 300 t.p.h. or 150 t.p.h. per crane. 


3 berths on the Seaward Breakwater, Berth Nos. 109, 110 and 111. 
Theoretical length 151m. each, max. draft 12m. Storage capacity 
50,000 tonnes. 

These berths are equipped with 5 bucket cranes of 7 tonnes and 

facilities for storing clinker. 
President Wilson Dock: Berth No. 14. Allocated specifically for alumina. 
Storage: 2 silos, with a total capacity of 11,000 tonnes, constructed by 
and belonging to Pechiney Cie. and Ugine Cie., to facilitate the import/ 
export of dehydrated alumina in bulk. 

There is an additional warehouse with 1,000 sq.m. on Mole “D” which 
is used for hydrated alumina. Vessels are handled via Berth No. 47 
(National Basin). Storage capacity 3,000 tonnes. 

Leon-Gourret Dock: Berth No. 8. Allocated specifically for bulk traffic 
that can be handled by grab-bucket. Storage: An open area of 
4,000 sq.m. (43,040 sq. ft.) at the quayside; suitable for import/export. 
Liquids in Bulk: 

Mourepiane Dock: Berth Nos. 151 and 148. For vegetable oils and 
chemicals. Storage: The private company, Marseilles Vrac, which 
operates this depot, has 32 vats of 125 to 1,640 cu.m. (4,412 to 
57,892 cu.ft.), with a total capacity of 24,500 cu.m. (864,850 cu.ft.). 
There are pipelines to the quay for discharging tankers. Berth No. 143 
operated by Mediaco Vrac has a maximum permitted draft of 9.50 m. 

Import and Export: The major import is vegetable oil; export is 
chemical products in bulk. 

Berth Nos. 104 and 104A for wine in bulk. 

Sugar: 

President Wilson Dock: Berth Nos. 19 and 20. Storage: The silo, which 
has a capacity of 24,000 tonnes is within the port area and is owned by 
the Port of Marseilles Authority. Sugar is discharged by bucket-crane 
into hoppers which feed the conveyor belts to the silo. The total conveyor 
capacity is 250 tonnes per hour. 

SPECIALISED CARGO HANDLING FACILITIES: 

Heavy Load Berths: 

In Mirabeau Basin there is a special berth (No. 161) designed to 
receive barges loading and unloading heavy loads. This berth is located 
between Berth No. 160 and the Leon Gourret Mole and consists of a 
quay 80 m. long into which has been built a barge basin 50 m. long by 
20 m. wide with a depth of 2.5 m. 

Apart from this special berth, there are 29 Ro/Ro berths in operation 
in the Port of Marseilles which permit direct loading of heavy loads into 
Ro/Ro ships. There are also numerous conventional berths that can be 
used for vertical loading and unloading of heavy loads, with the 
assistance of the port's “Atlas” and “Goliath” floating cranes, which have 
a lifting capacity of 90 and 150 tonnes respectively and can be coupled 
to lift a maximum of 220 tonnes. 

In addition to these floating cranes, the following floating equipment 
is also available: 

The Port Authority's floating derrick, “Protis’, which has a lifting 
capacity of 500 to 600 tonnes. 

Various types of private floating equipment with capacities ranging 
from 40 to 60 tonnes. 

Various public or private heavy load barges. 

The Port Authority's submersible seagoing barge. 

This barge is designed for transporting heavy loads, or for putting 
them into the water in the case of floating loads (within the limits of its 
deadweight capacity of 1,800 tonnes; the loading and unloading of heavy 
floating loads of 1,800 to 2,000 tonnes must be carried out in dry docks). 
The barge can be loaded vertically, horizontally (Ro/Ro), or by floating 
the load into the hold in the case of a floating load. 

Also see “Berthing”. 

CONTAINER HANDLING FACILITIES: Various quays are devoted to 
container traffic: At the Leon Gourret Mole (14.5 m. permitted draft, large 
open areas, railway tracks); at the Mourepiane quay, in the Mirabeau 
basin, where there is a new terminal: 

6 public berths, Berths No. 152-157, each of which has a theoretical 
length of 154 m. and a max. draft of 11.7 m. 

Container handling equipment: 2x40 tonne Caillard gantry cranes. 
4x30 tonne at 30 m. mobile cranes. 

Railed tracks: 2 railway tracks alongside the quay; 1 railway track 
behind warehouse 20; 2 railway tracks at the Eastern limit of the dense 
storage area behind warehouse 20. 

Area alongside the quay 35 m. wide comprising: A working area 15 m. 
wide equipped with 2 railway tracks and a trailer movement area; a 
storage area for short periods, 17m. wide (under the rear jib of the 
gantries). 

eee areas covering a total of 90,000 sq.m. 

BRIDGES: Turning bridge near Southern end of port — Pont d’Arenc — 
opened on request. 

Bridge further North — Pont de la Pinede — closed to navigation from 
0700 hrs. — 0800 hrs., 1115 hrs. — 1345 hrs. and 1630 hrs. — 1800 hrs. 
It may be opened in cases of emergency. 

STEVEDORES: Enable Agent order gangs important obtain in good 
time accurate ETA from vessels. No work New Year's Day or Labour 
Day (May 1st). 

MEDICAL: Yellow fever inoculations only in hospital (Tuesdays and 
Friday). Masters to advise by radio prior arrival if medical attendance 
required aboard. 

TANKERS: See “Port de Bouc” and “Fos”. 

DENSITY: About 1028. 
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FRESH WATER: Can be obtained from hydrants or quays or fr 
boats. When delivered by barge, minimum quantity invoiced is 50 ty 
Preferable order prior arrival to avoid delays. Minimum PUMping » 
50 t.p.h. 

FUEL: Ordinary fuel, also fuel oil max. 1000 secs., diesel and as) 
Deliveries by barge only. 

FIRE PRECAUTIONS: Special harbour fire-fighting corps, with two 


fighting vessels. 

CONSULS: The following countries are represented in Marseilles: 
Algeria Guatemala Panama 
Argentina Haiti Peru 
Austria Honduras Philippines 
Belgium Iceland Portugal 
Bolivia Israel Russia 
Brazil Italy Senegal 
Canada Ivory Coast Spain 
Colombia Japan Sweden 
Costa Rica Lebanon Switzerland 
Cuba Liberia Thailand 
Cyprus Madagascar Tunisia 
Denmark Mauritania Turkey 
Dominica Mexico United Kingdom 
Ecuador Morocco U.S.A. 

Egypt Netherlands Uruguay 
Finland Nicaragua Venezuela 
Germany Norway Yugoslavia 
Greece 

REPAIRS: Most repairs and overhauls possible. Prior nop 

recommended. 

DRY DOCKS: 

Usable Usable Sea 
No. Length Width Depth Cranes Water — Telephony 
(m.) (m.) (m.) (tons) 
1 171 19.60 5.30 2x9 - 1 line 
2 135 17.30 4.20 1x9-—1x20 - 1 line 
3 100 15.60 4.60 - - 1 line 
4 80 12.50 4.75 - - 1 line 
5 122 14.60 5.30 1x9 - 1 line 
6 125 15.60 5.30 1x9 - 1 line 
8 320 49.00 11.00 1x6-1x9 
1x50 800t/h 2 lines 
9 250 36.00 8.50 1x6-1x9 
1x50 800t/h 2 lines 
10 465 84.00 10.00 3x25— 10,800t/h 12 lines 
1x 150 possible 


Fresh water and power available at all berths. 
WATCHMEN: Available but not compulsory. 
HATCHES: Crew allowed open and close. 
SHIP CERTIFICATES: On first call Registered Tonnage Certifca 
thereafter not required unless gross/net tonnages changed. 
CUSTOMS ALLOWANCES: About 200 cigarettes and limited amu 
spirits per man. 
CARGO GEAR: No additional requirements; all gear supplied) 
stevedores except rain tents. 
AIRPORT: Marseilles-Provence is the second largest airport in Frav 
with 18 air companies serving 60 national and international destinate: 
The international airport of Nimes-Garons (50 km. from Fos) sere 
the West region of the Marseilles district. 
POLICE/FIRE/AMBULANCE: Police (disturbance of peace): Tel’ 
Marine Fire Brigade (fire, ambulance, injury, explosion, flooding, 7 
overboard, etc.) Tel: 18. Police and Marine Fire Brigade can also) 
called through the Central Watch Tower (VHF Channel 12)! 
Telephone: 91.56.15.00 (Marseilles Port). 
SERVICES: Deballasting and degassing services can be provided! 
request in the Ports of Fos and Lavera only deballasting). 
Vessels coming for repairs in Marseilles can discharge their slop 
pi! under particular conditions. 
IDENTIFICATION CARDS: Not required. 
GARBAGE DISPOSAL: Collection services available. Drums can? 
provided alongside. 
For garbage service contact the following companies: 
T.E.A. — Tel: 91.02.99.58. 
Silim — Tel: 91.03.47.47. 
ONET - Tel: 91.62.53.90. 
Transresious — Tel: 91.51.60.64. 
WASTE OIL DISPOSAL: A collection service is available. Shore ta* 
Capacity 15,000 tons. Contact PAM/GIP, Tel: 42.06.09.90. q 
Barges: Capacity 2,500 tons. Contact Citerna Maritima, * 
42.06.09.90. 
Special services: Contact Gardella Coating, Tel: 91.61.50.70, ® 
Somecal Coating, Tel: 91.02.60.60. 
SEAMAN’S CLUBS: Marseilles: Maison des Gens de Mer, 25* 
Forbin. Tel: 91.91.19.58. Rooms and international telephone. 
Mission de la Mer, 26 Boulevard des Dames. Tel: 91.90.48.04. Ow 
services. 
Lavera: Hotel Restaurant des Gens de Mer, Port Petrolier de Le" 
Martigues. Tel: 42.81.24.00. Rooms, meals and international t 
Port de Bouc: Association les Amo des Marins, 35 Avenue Ai 
Salengro, Port de Bouc. Tel: 42.06.69.74. 
CURRENCY: French Franc. 
Money can be changed at: Charge de la Canebiere, 39 La Cane™ 
Marseilles. Tel: 91.91.41.72. seal 
Change du Port, 106 Boulevard des Dames, Marseilles. 
91.56.13.31. 

Comptoir de Change Mediterraneen, Gare Saint Charles, Mars 
Tel: 91.84.68.88. 
AUTHORITY: Port Autonome de Marseilles, B.P. 1965, 23 Place ® 
Joliette, 13226 Marseilles Cedex 02, France. Tel: 91.394 
Telex: 440746 Portauto Marsl. FAX: 42.06.45.59. Cabies: 
Marseilles. Contact: Mr. Nyer (Communications and Public 


9139.40.34. Commandant Alexandre, Port Captain. Mr. Lerdrizet, 
eer Manager. Commandant Castagnera, Harbour Master — Eastern 
jaa. Mr. Riou, Operations Director — Eastern Area. 


») PORT DE BOUC, including Port de Lavera 43.23 N. 05.00 E.,Port 
 Berre 43.27 N. 05.10 E., Port de la Mede 43.24 N. 05.07 E. 
Sonte 43.24 N. 05.02 E. (See Plan) 


DOCUMENTS: On arrival: . : 

inward Declaration (presented by Pilot on boarding). 

{ Cargo Manifest or manifest in ballast. 

gillof Lading. : 

Ship's Register (if required). ; ; . 

§ Crew Lists (8 if Spanish or Russian ship or ship bound for these 
countries). 

3 Passenger Lists. 

Health Declaration. 

Derat Certificate. 

Bunker's Supply (3 forms). ; . 

1 Crew Declaration of Personal effects — cameras, binoculars, radios, 
cigarettes, tobacco, etc. If on inspection articles or quantities not in 
conformity or in excess, Master held responsible, articles removed 
and heavy fines imposed. 

PILOTAGE: Pilotage is compulsory for tankers over 50 m. LOA and 
other vessels over 70 m. LOA. 

Call “Fos Port Control” direct on Channel 12 for traffic. Pilot must be 
taken to enter Port de Bouc, Fos and Port St. Louis du Rhone. Contact 
ty Marseilles Radio or pilot boat VHF (Channel 14 for calling, 
Channel 14 for traffic). Pilot boards in the Roads between 2 miles and 
25miles South of Lavera Buoy or further out if required, for entering 
Port de Bouc and Fos. Motor launch black hull, white cabin, white anchor 
on bow, “H” flag. 

INCHORAGE: tt is recommended to ask for Pilot before anchoring in 
Guter Roads to avoid forbidden places for ships bound for Port de Bouc 
and Fos. Permanent watch on VHF Channel 12 is compulsory. 
RESTRICTIONS: No entry restrictions for Lavera. Night transit of 
Caronte Canal to Etang de Berre forbidden to tankers above 6,000 g.r.t. 
Transit of Caronte Canal to Etang de Berre is forbidden for vessels over 
180 m. (598 ft.) overall and over 24 ft. draft. 

Notice: ‘Port Authorities instructions concerning Fos/Lavera Tanker 
Areas. 

Special Notice No. 94/81. 

Re: Berthing of Tankers Loaded with Naphtha or Gasoline. 

Vessels concerned will only be allowed alongside providing that pump 
oom is clean, gas free and that no product is leaking at ship’s valves 
of pumps. 

Should above conditions not be fulfilled vessels could not be accepted 
n above areas. 

WAX. SIZE: Lavera: LOA 275 m., draft 12.80 m. 
Caronte: LOA 190 m. — 200 m. - draft 8.23 m. 
180 m. — 190 m. - draft 8.68 m. 

Less than 180 m. — draft 9.14 m. 

Berre: LOA 160 m., beam 24 m., draft 7.0 m. 

la Mede: Draft 5.18 m. 

HEALTH: Pratique given by Customs Officers who board on arrival. In 
= “# suspected disease on board, notify Agents by radio before 
al. 

Also see “Marseilles”. 
eee 150 miles traffic through Marseille Radio/FFM, otherwise 

ys L 
VHF: Port de Bouc Radio (Harbour Office) VHF used for navigation 
suposes only —- Channel 12 for calling and traffic. 

: Port Authorities and Vessels Traffic Services: Vessels entering 
%e Gulf of Fos, must contact Port Authorities (VTS), calling “Fos Port 
vontrol” 2 hours before arrival on VHF Channel 12. 

RADAR: Port and approach radar station. 

:8 tugs available from 3,000 h.p. to 5,000 h.p. Normally join vessel 
‘entrance channel off Port de Bouc. Tow lines furnished if required. 
SERTHING: Lavera: 16 berths for public and private use. Permitted 
watts: 4 berths of 3.6 m. to less than 5.5 m.; 1 berth of 5.5 m. to less 
"an 6.1m.; 5 berths of 10 m. to less than 11 m.; 3 berths of 11 m. to 
*s than 12.5 m.; 3 berths of 9.9 m. 

112 tonne public mobile crane. 

lavera Harbour has been specifically designed and equipped to 
‘andle refinery products and the discharge of oil tankers. 

ch berth has flexible pipe connections, with articulated metal arms, 
“nported by special cranes. The type of pipework depends on the 
| peat handled (crude or refined) and is connected to the storage tanks 

C.F.R. and Shell 
S.F.P. — B.P. Refinery at Lavera 
The maritime terminal of S.P.L.S.E., which supplies the 

Be Esso Refinery at Fos. 

wae Al, A4, H Bis, H and K1 have been designed to handle the 
Cry dee and unloading of propane and chemical products. 

"8 public berths in 4 basins. 


’ 


Name of No. of Max. Max. Draft 
Berth Berth Length 
(m.) (m.) 
B 721 275 12.00 
Cc 722 275 12.00 
D 723 275 11.89 
= 724 275 12.20 
F 725 275 12.80 


FRANCE 
Refined Products: 12 public berths. 
Name of No. of Max. Max. Draft 
Berth Berth Length 
(m.) (m.) 
A2 712 210 11.10 
A4 714 240 12.20 
B 721 275 12.00 
Cc 722 275 12.00 
D 723 275 11.89 
E 724 275 12.20 
F 725 275 12.80 
K1 701 90 6.10 
K5 705 100 5.80 
K6 706 100 5.90 
Liquid Gas: 6 public berths. 
Name of No. of Max. Max. Draft 
Berth Berth Length 
(m.) m.) 
Al 711 210 10.10 
A4 714 210 12.20 
F 725 325 12.80 
G 726 275 12.80 
H Bis 728 130° 11.00 
K1 701 100 6.10 


*Usable length 100 m. 

Annual capacity of loading or discharge: 600,000 tons based on the 
4 multi-purpose berths being exclusively used for discharge of vessels 
bringing propane gas. 

Average output per quay 600 cu.m./h. (300 t.p.h.) 

Storage capacity: The storage capacity of propane gas of the Societe 
GEOGAZ is 120,000 cu.m (60,000 tons). 
Chemical Products (exclusively): 4 public berths. 


Name of No. of Berthing Permitted 

Berth Berth Length Draft 
(m.) (m.) 

Al 711 210 11.10 
A2 712 210 11.10 
A4 714 240 12.20 

H 727 200° 11.80 

H Bis _— 130* 11.00 


“Usable length 100 m. 

Berth A4 is also equipped for refined oil products and for the 
importation of liquid gas. 

Berths F, G and H Bis can also accept liquid gas. 

Annual capacity of loading or discharge: 2,700,000 tonnes if these 
2 berths are exclusively used for chemical product traffic. 

Discharge rate using vessels’ pumps: 150 t.p.h. Loading rate using 
land pumps 150 t.p.h. to 300 t.p.h. 

Storage capacity: Societe NAPHTACHIMIE: 
MAVRAC: 53,000 cu.m. Density 0.80 — 1.62. 
Report: Berthing Procedures: Tugs are made fast between the 2 buoys 
“Lavera” and “Les Tasques”, using the “On the Hook” method. Tugs 
watch VHF Channel 6. 

Loaded or ballasted tankers are berthed heading outwards. Ships are 
swung off the head of the pier and backed alongside stern first. On 
request (ship’s manifold too far, only gangway available, weather 
conditions, etc.) they may be moored directly and swung on departure. 

Anchors are only used in case of emergency or when the ship's bow 
overhangs the pier's end. 

Port Authorities do not advise anchoring method for safety reasons 
(delay if emergency departure needed). 

No shore gangway is available at this terminal. Vessels must use their 
own gangway with safety nets and lifebuoys. 


Port de Bouc/Caronte: Quay berths reserved exclusively for 
commercial operation of sea-going vessels: Berth Nos. 780 to 786 
and 2 berths for river barges. 

Total length of quays: 763m.; Usable berthing length: 1,000 m.; 
Permitted draft: 2 berths for barges with draft of less than 4 m.; 5 berths 
of 8 m. to less than 9.14 m. 

Berths reserved for repairs afloat (Agglomerate Quay No. 787): Total 
length of quays: 250 m. Max. draft 3.0 m. 

Equipment: 
Quay cranes: 2 cranes of 5 tonnes 
3 cranes of 8 tonnes 
2 cranes of 12 tonnes 

Seven cranes, private, forming part of the installations of the 
Etablissement Maritime de Caronte et de Fos (CARFOS) 

Quay gantries: 2 gantries of 15 tonnes, private (CARFOS) used for ores, 
stacking and removal from stock. Lifting capacity of the most powerful: 
15 tonnes. 

1 phosphate reloading gantry (CARFOS) with a capacity of 200 t.p.h. 

Cranes allocated to naval repairs afloat, at the Agglomerate Quay: 2 
private cranes from 6 to less than 15 tonnes. Lifting capacity of the most 
powerful: 4—8 tonnes. 

Floating cranes: 1 private crane, with a lifting capacity of 100 tonnes. 


factory. Societe 


Storage: 

Quay-side sheds 8,200 sq.m. _ (private) 

Other sheds or warehouses 5,200 sq.m. ic 

Quay-side open areas 16,000 sq.m. ie 
10,000 sq.m. (public) 

Other open areas 8,000 sq.m. _ (private) 


Bulk Liquids: Vegetable or animal oils and chemical products: 

1 public quay under private use (Favat installation) (Berth No. 780): 
Verminck Quay. Useful berthing length: 120 m. Permitted draft: 7.50 m. 

Discharge of oils is effected by shipboard pumps and the relay pump 
of the land installations — rate 200 t.p.h. 

Storage capacity: 10,000 tonnes. 

The Favat storage installations located outside the port area, on 
private property, have a total capacity of 12,000cu.m. These 
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installations are connected by a network of 3 pipelines of 200,150 and 
100 mm. to the discharge points at the quayside. Storage Shed: 
4,000 sq.m. 

Chemical products exclusively: 1 private berth (Berth No. 786): 
Kuhiman Quay. Useful berthing length: 120 m. Permitted draft: 6.80 m. 
Bulk Solids: Ores, coal, heavy minerals: 

5 berths at the Caronte Quay (Berths Nos. 781-785) private use 
granted to Etablissement Maritime de Caronte et de Fos (CARFOS). 

Usable berthing length: 650 m. Permitted draft: 9.14 m. 

1 quay berth for loading phosphate barges, located between berth 
No. 785 and berth No. 780. Berthing length: 80 m. Permitted draft: 
3.50 m. 

The Caronte Quay has a specialised installation comprising: 

3 transporting units and weighing hoppers with a unit output of 
135 t.p.h. 

1 transporting unit and specialist weighing hopper specialised in 
wagon loading: output 150 t.p.h. 

2 weighing hopper towers — unit capacity: 1,200 tons per day. 

2 weighbridges (40 and 80 tonnes). 

The 7 scoop cranes are emptied into weighing hoppers which in turn 
discharge on to conveyor belts which terminate either above wagons to 
be loaded, into sheds or open storage areas. Hourly capacity per crane 
120 t.p.h. — 150 t.p.h. 

The quay is also equipped with 2 gantry cranes of 10 to 20 tonnes 
used for stacking and reclaiming minerals and 1 gantry crane with a 
capacity of 400 t.p.h. used for reloading phosphate. 

Storage capacity: 70,000 tonnes. 

The CARFOS storage installations include: 

2 phosphate sheds with capacity 33,000 tonnes. 

1 ilmenite shed of 3,000 sq.m. 

1 open area of 3,000 sq.m. 

Oil seeds — oil cake: 2 berths (No. 784 and No. 785) at the Caronte 
Quay, private use granted to CARFOS 

Available berthing length and permitted draft. 

LOA 


Draft 
Less than 180 m. 9.14m. 
180 m. — 190 m. 8.68 m. 
190 m. — 200 m. 8.23 m 


Storage capacity: 10,000 tonnes. These berths are also used for ores, 
coal and heavy minerals. 

Installations and equipment: Identical to those on the quays for ores, 
coal and heavy minerals. 
Etang de Berre/La Mede: 

Available berthing length: La Mede — 70 m. Berre — 560 m. 

La Mede: 1 berth. Berre: 4 berths. 
Port of La Mede: Cie de Raffinage et de Distribution (C.R.D. Total 
France). Berth No. 744. 


Available 
Type of Berth berthing Permitted 
Name of Berth Berth Installation length draft 
No. (m.) (m.) 
4 744 Pier 70 5.18 


The installations of the C.R.D. Total France permit loading or 
unloading of 100-600 cu.m./hr. according to product. 

The installations of C.R.D. Total France are connected to tanks by 
pipelines of varying sizes under the waters of the Berre Lake and Canal 
from Marseilles to the Rhone. 

Storage capacity: Depot of the Refinery of C.R.D. Total France — 
1,700,000 cu.m. of refined products to which may be added 
280,000 cu.m. of crude brought by pipeline from the berths at Lavera 
and Fos to the Refinery. 

Port de La Pointe de Berre: Cie. de Raffinage Shell Francaise (Berths 
No. 751 to No. 754). Refined oil products. 4 private berths. 


Max. Permitted 
Berth Name Berth length draft 
No. (m.) (m.) 
A 751 160 6.86 
B 752 160 6.86 
Salins Berth 754 160 6.86 
South West (coasters) 753 (West side) 90 5.40 
(East side) 90 4.00 


The berthing installations of the Cie. de Raffinage Shell Francaise 
S.A. have connections to its tanks by specialised pipelines for the various 
products. They provide loading and discharge outputs from 120 to 
500 cu.m./hr. according to product. 

Storage capacity: Depot of the Port de La Pointe de Berre 
161,000 cu.m. 

Storage area of the Shell Refinery 1,390,000 cu.m. 

To the above capacities should be added 260,000 cu.m. of crude oil 
brought by pipeline to the Shell Refinery from the Lavera and Fos berths. 
BRIDGES: 1 railway bridge and 1 road bridge across Caronte Canal 
each having special times for opening. Ships of less than 21 m. height 
clearance may pass below the railway bridge. Motorway bridge over 
Caronte Canal with 44.00 m. clearance. 

STEVEDORES: To enable Agent order gangs important obtain accurate 
ETA between 24 hours and 48 hours in advance. 2 shifts 0500 to 
1300 hrs. and 1300 to 2100 hrs. normally 6 days a week. Confirmation 
to be made at 0900 hrs. for afternoon shift, and 1700 hrs. for next 
morning. 

MEDICAL: All hospital and medical facilities. Yellow fever inoculation 
made by appointed doctors. Masters to advise by radio prior arrival if 
medical attendance is required on board. 

TANKERS: See “Berthing”. 

DENSITY: About 1028. Variable in Canal de Caronte and Etang de Berre 
oe to discharge of hydraulic plant of St. Chamas. 

FRESH WATER: Available generally by pipes and hoses at the berths. 
Water barges available from Marseille. 

FUEL: By barges for cargo ships and vessels in the Roads. Tankers at 
Lavera refuel by pipeline at the berths. All grades available. 
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FIRE PRECAUTIONS: Oil Harbour fitted with a system of 2035 

(8 in.) or 254 mm. (10 in.) sea water pipes at 5 bars permanent Press, 

It may be increased by pumping station up to 9 bars, and gp 

500 cu.m./hr. Each wharf has 5 fire hydrants with first-aid egy; 

fire hoses and spray nozzle, foam nozzle with powder cans. If firg 

out on a ship, the hose handling gantries are protected by a sor 

sprayed water. All fire equipment and installations are painted req 
There is a special fire-fighting Corps with fire vessel. Call for 

on 42.06.21.29 in case of fire or call Fos Port Control on 42.49%, 

or VHF Channel 16. 

CONSULS: Norwegian, Swedish, Danish and Spanish consuls a: 

de Bouc. Others at Marseille. 

REPAIRS: Permission must be granted by Harbour Master only, 

DRY DOCKS: Nearest at Marseille. 

GANGWAY/DECK WATCHMEN: Available but not essential, 

OPENING/CLOSING HATCHES: Always by crew. 

CUSTOMS ALLOWANCES: Tobacco: 200 cigarettes every 5 

pity ale limited amount per man. 

REPATRIATION: All facilities for crew change and repatriation 

railway or planes. 

AIRPORT: Marignane Airport 40 km. and Nice Airport 230 km. (Nice 

SAS lines). 

TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer. 

HOLIDAYS: Same as “Marseille”. 

POLICE/AMBULANCE/FIRE: Police, 42.06.23.74 or 42.07.03.31:5 

42.06.21.29 or 42.06.28.37. 

TELEPHONE: On application can be connected on board at Lay 

Telephone ashore in other places. 

SHIP SUPPLY SERVICES: Auxiliaire Maritime: Monsieur 

Technical Manager — Tel: 42.06.09.89, 20 Cours Landrivon, sti 

de Bouc, France. Telex: 430 274. Regular and spot launches sen 

Port Service: Monsieur Erick Ganaye, Operations and Techy 

Manager, Place de Narvik, Port Petrolier, 13117 Lavera, France,» 

42.81.62.30, Telex: 401 305. Shinc boat service, Interpreters, » 

helicopter service, watching. 

Societe Citerna: Anse Aubran 13110 Port de Bouc, France, } 

42.06.09.90, Telex: 420 730. Bunkering (with no limits of tonnage) 

Societe Ouvrages Sous-Marins et Portuaires: Monsieur Bosow 

Director, Anse Aubran, 13110 Port de Bouc, France. Tel: 42.06.2% 

Telex: 400 035, SHinc diving operations — wet docking. Spes 

English, German and Spanish. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Seamen going ashore should carry pass; 

or identity card. 

GARBAGE DISPOSAL: See Part (a). 

WASTE OIL DISPOSAL: See Part (a). 

SEAMAN’S CLUBS: See Part (a). 

CURRENCY: See Part (a). 


SHIPMASTER’S REPORT: October 1987. 
Berth: Berth No. A1 at Lavera. 
Documents: 

6 copies Crew List. 

2 copies Crew Declaration. 

2 copies Manifest (including bond, ship's stores, currency,etc.). 

1 copy Health Declaration. 

The agent assisted with all formalities. 

Anchorage: The vessel anchored in Fos Bay about 1 mile West of Lat 
North Breakwater (Port de Bouc). Pilot now compulsory for anchor 
Under certain circumstances vessels can vent off gas at anchor iif 
from North. Use West anchorage. Normally for venting have 
12 miles off coast. 
Pilotage: Pilot boards off Lavera Buoy from a fast launch. 
Reporting: Report to “Couronne” Signal Station on VHF Channes 
and 10 when inbound at Omega Buoy and when outbound lea! 
Lavera or Fos. They require details of vessel, cargo type and tom# 
and destination. 
Currents: There are strong currents in the Basin off Lavera piers 0 
outflow from Etang de Berre through Canal de Caronte. Ed 
encountered in the vicinity of Berth A4. Vessels often experience st 
cross current off Port de Bouc entrance. 
Tugs: Tugs not normally required by small vessels, except in s* 
winds. 
Berthing: Vessel berthed at Berth A1 for loading ethylene, this 
the nearest pier inside the harbour. If vessel is loading vinyl chit 
monomer (VCM) Berth A4 is used. This berth is just behind Bet’ 
Butadiene and propylene are also loaded at Berth A1. 
There are good fenders at both berths. 

ee consisted of 3 head/stern lines and 2 springs forwatt! 
aft. 

A shore telephone is connected and an English speaking ® 
watchman is compulsory whilst working cargo only. 

Fresh water is available at both berths. 

Storing: Lorries delivering stores to Berth A1 may proceed tow 
60 m. of the ship's rail. However, at Berth A4 storing is difficult as 
are not allowed within 200 m. of the vessel. 

Cargo: Ethylene (Berth A1) and VCM (Berth A4) are handied th 
8 in. liquid and vapour Chicksans. 

The loading rate for ethylene is about 150 t.p.h. Digital tempe® 
readout available. 

VCM is loaded at an approximate rate of 230 t.p.h. 

At Berth A1 vapour return up to a back pressure of 3 Bar was 00@" 
with ship's compressors. However, if vessel is careful, 2 
can be used to facilitate loading rate/cool down. 

At Berth A4 the shore stop was on the exact quantity. A om 
check is given about 1 hour before completion. Anything in the! 
shore line must be taken on board. This was stated to be 140 
but can be over or under by 10 tonnes. 

The GECO Surveyor is in constant attendance at both berths 
office is close at hand. The surveyor speaks fairly good English 


n can be taken from shore line at ambient temperature at both 
rate about 500 cu.m.p.h. 

There are no shore foremen. : 

maximum venting to atmosphere that is allowed by Port Authority 

10% of lower explosive limit of Cargo Vapour in tanks. 

7 eral’ The nearest airport is Marseilles Marinagne, which is about 
g miles away. : 
* Berth A1 telephone number from UK is 010 33 42.81.55.70. 

gerth A4 telephone number from UK is 010 33 42.81.56.36. 

N can also be taken at H Bis Berth at far side of harbour. 
No meter on tank volume. Telephone from UK 010 33 42.81.84.44. 
Nitrogen also taken at “K1” Berth on the other side of pier from ‘A4’. 
Again, No meter on tank volume. No telephone available. 

No V.R.L./vent line at H Bis and K1 Berths, hence 100% LEL 
P ric venting. 

Port side to both berths. 

1 Berth only for small vessels, stern protrudes. 

Also see Shipmaster’s Report dated December 1988. 


sHIPMASTER’S REPORT: December 1988. 

The following is an update on Shipmaster’s Report, dated October 
i Good fendering at both berths, except at Berth A1, one fender 
aft has a steel face which can cause damage. 

At Berth A1 vessels berth head-in starboard side alongside. At 
A4 Berth vessels usually berth starboard side alongside. 

Cargo: At Berth A1, the VRL for ethylene is now a 6 in. flexible steel 


hose. 

fuel: Gas Oil available from shore line at Berth A1. Bunkering not 
alowed during cargo operations, but may be allowed during cooling 
down, depends on Shift Supervisor. 


AUTHORITY: Port Autonome de Marseille, Capitainerie des Bassins 
Ouest, B.P.200, 13528 Port de Bouc Cedex. Tel: 42.40.60.05. 
Telex: 440164 CAPOR. Cables: PORFOS. FAX: 42.40.60.40. 
Contact: Harbour Master. 


(c) FOS: 43.24 N. 04.53 E. 


DOCUMENTS: 

inward Declaration (Presented by Pilot on boarding). 

1 Cargo Manifest or Manifest in Ballast. 

Bill of Lading. 

Ship's Register (if required). 

6 Crew Lists (8 if Spanish or C.1.S. ship or ship bound for these 

countries). 

3 Passenger Lists. 

Health Declaration. 

Derat Certificate. 

3 Bunker Supply Forms. 

Declaration of crew personal effects, cameras, binoculars, radios, 

cigarettes, tobacco, etc. 

fon inspection, articles or quantities not in conformity or in excess, 
Master held responsible, articles removed and heavy fines imposed. 
Shipmaster’s Report: October 1988. 

\ copy Inward Declaration. 

| copy Outward Declaration. 

1 copy Cargo Manifest. 

1 copy Ship's Register. 

6 copies Crew List. 

3 copies Passenger List. 

| copy Maritime Declaration of Health. 

2 copies Personal Effects Declaration. 

2 copies Stores List. 

2 copies Transit Cargo List. 
PILOTAGE: Compulsory. Contact by Marseilles Radio VHF Channel 14 
‘or calling, Channel 9 for traffic. Pilot boards in the roads between 2 and 
25 miles South of Lavera Buoy or farther out if required. Motor launch, 
ack hull, white cabin, white anchor on bow, flying “H” flag. 
YTS: Fos Port Control, call on Channel 12, Channel 12 for traffic. Pilot 
Soat on Channel 14 for traffic. 
ANCHORAGE: It is recommended to ask for Pilot before anchoring in 
tuler roads to avoid prohibited anchorages. Permanent watch on VHF 
ee 12 compulsory. 
SESTRICTIONS: When large tankers are proceeding in the Fos 

hannel, other vessels’ entrance may be delayed. 
0 260 ae channel for very large vessels dredged to 22 m. over a width 


poo Port Authorities Instructions Concerning Fos/Lavera Tanker 


(See Plan) 


Re: } Special Notice No. 94/81. 

Ye = Berthing of Tankers Loaded with Naphtha or Gasoline. 

Ri 'S Concerned will only be allowed alongside Posh ber | that pump 
or ~stteld gas free and that no product is leaking at ship’s valves 


. on above conditions not be fulfilled vessels could not be accepted 
| above areas. 
1855 SIZE: Max.draft at Oil Jetty 22.25 m.; Sollac in Dock No. 1 — 
Dock No pine yb in Dock No. 1 — 17.50 m. Dock No. 2 - 13.00 m.; 
3 - 11.50 m. 
ALTA: Pratique given by Customs Officers who board on arrival. In 
See Suspected disease on board, notify Agent by radio before arrival. 
also “Marseilles”. 
Radio ; Within 150 miles, traffic should be routed through Marseilles 
VHF. ot otherwise via St. Lys. FFL. 
*¥fannel 12 for calling and traffic.Channel 14 for pilot. 


FRANCE 


VTS: Port Authorities and Vessels Traffic Services: Vessels entering 

the Gulf of Fos, must contact Port Authorities (VTS). Calling “Fos Port 

Control” 2 hours before arrival on VHF Channel 12. 

RADAR: Port and approach radar station. 

TUGS: Tugs normally join vessel in the entrance channel. Ship's lines 

are used, or from tugs if required. 

GENERAL CARGO FACILITIES: End of the Mole between Docks 

ee 3: 1 berth (No. 870). Serviceable length: 110m. Max. draft: 
50 m. 

This berth permits sea-going barges to come alongside and is 
reserved for stern-loading Ro-Ro vessels. 

Dock 3: The Brule Tabac Quay for miscellaneous traffic. 

3 berths (Nos. 871-873). 

Berth 871: Serviceable length: 221 m. Max. draft: 11.50 m. 

It is equipped with a floating ramp for Ro/Ro traffic. 

Berth 872: Serviceable length: 222 m. Max. draft: 11.50 m. 

Berth 873: Serviceable length: 222 m. Max. draft: 11.50 m. 

It is equipped with a floating pontoon, permitting access for stern- 
loading Ro/Ro vessels. 

Equipment: 1 quayside railway for direct transhipment; 1 x 30-40 tonne 
mobile crane; 3x6 tonne bucket cranes and 120 tonne rail mounted 
crane; a storage area of 170,000 sq.m.; a transit shed of 9,000 sq.m. 

In addition to the above equipment, the Port Authority's 500/600 
tonnes floating derrick “Protis” is available for use in the harbour areas 
of Marseilles, Port Saint Louis du Rhone and Fos. 

Gloria Quay: 

Length: 250 m. 

Maximum draft: 11.50 m. 

A 220 m. long Ro/Ro berth to the South with a right-angled return 
quay of 50 m. width and one fixed inclined ramp. 

Berths 821, 822, 823: Sollac finished products dispatch quay. 

South Dock: Length 360m. Max. draft: 11.89m. Equipped with 
2 cranes of 50 tonnes at 26 m. 

Berth 859: Private berth at the end of Dock 2, serving the installations 
of the Compagnie Francaise d’Entreprises Metalliques (CFEM). 

Length: 120 m. Max. draft: 5.0 m. 

BULK HANDLING FACILITIES: Fuel, solid minerals, ores: 3 public 
berths and 2 private berths. 

Public Berths: 

3 berths Q1 (No.851), Q2 (No.852) and Q3 (No.853) in Dock 1, 
West Quay: Total length of quay: 884 m. Usable length of quay: 850 m. 
Max. depth of water at quay side berth: 17.5 m. 

Largest admissible ship: Deadweight capacity: 140,000 d.w.t. 
(approx.). Length: about 300 m. Max. draft: 57 ft. (17.37 m.). 
Equipment: Operations which can be performed: 

Unloading and storage in addition to transshipment. 

Unloading and simultaneous loading of cargo in two different places. 
Terminal facilities from South to North: 

Quayside handling equipment. 

Unloading: 

2 unloading gantries, with buckets, of 20 tonnes (P1 and P2) (peak 
output 2800 t.p.h.). 

2 tracked cranes, with buckets, of 15 tonnes at 30 m. and 12 tonnes 
at 35 m. (K1 and K2) (2600 t.p.h.). 

2 hoppers of 70 cu.m. which can be coupled to cranes (T1 and T2). 

One continuous loader (P+) (2,200 t.p.h. peak rate, density 0.8). 
Loading: 

One conveyor belt loading gantry (C1) (1,500t.p.h. peak rate) 
privately-owned (Aluminium Pechiney). 

One conveyor belt loading gantry (C2) (peak output: 1,500 t.p.h.). 

One barge loading berth (peak output: 800 t.p.h.). 

Fixed conveyors: 

One longitudinal conveyor supplying loading gantry (C1). 

One reversible two-speed longitudinal conveyor (L1) (1,600 and 
2,000 t.p.h.). 

One reversible conveyor (T1) (1,600 t.p.h.). 
és ry eas two-speed transverse conveyor (T2) (1,600 and 

400 t.p.h.). 
3 baler aa two-speed longitudinal conveyor (L2) (1,600 and 
400 t.p.h.). 

One reversible longitudinal conveyor (L3) (output 1,600 t.p.h.). 

One non-reversible transverse conveyor (T3) (1,600 t.p.h.). 

One non-reversible longitudinal conveyor (L5) (2,400 t.p.h.) privately- 
owned (Stockfos). 

One non-reversible transverse conveyor (T6) (1,600 t.p.h.) privately- 
owned (Carfos). 

One non-reversible longitudinal conveyor (L6) (1,200 t.p.h.) privately- 
owned (Carfos). 

Privately-owned equipment (Aluminium Pechiney) for reloading 
wagons (400 t.p.h.). 

Mobile conveyors: One chain of mobile conveyors comprising: 

1 elevated conveyor. 

5 mobile conveyors. 

1 self-propelled conveyor. 

Rated output of the chain: 1,600 t.p.h. 

A second identical mobile two-speed conveyor chain (1,600 and 
2,000 t.p.h.) privately-owned (Carfos). 

One assembly consisting of a wheeled belt-feeder and inclinable 
mobile conveyor (positioned downstream of the belt-feeder) with an 
output of 1,200 t.p.h. for loading small ships. 

One assembly consisting of a wheeled belt-feeder and inclinable 
mobile conveyor (positioned downstream of the belt-feeder) with an 
output of 1,500 t.p.h. for loading small ships. 

A wheeled belt-feeder 1,400 t.p.h. privately-owned (Carfos). 
Storage equipment: 

One wheeled stacker: 

Jib: 18 m. 

Stacking height: 8 m. 
Orientation: 180°. 
Throughput: 1,600 t.p.h. 
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One wheeled stacker: 
Jib: 18 m. 
Stacking height: 8 m. 
Orientation: 180°. 
Throughput: 1,600 to 2,000 t.p.h. 
Privately-owned (Carfos). 

One rail mounted stacker: 

2x21 m. jibs. 

Stacking height: 12 m. 

Throughput: 2600 t.p.h. 

Privately-owned (Carfos). 
One rail mounted stacker: 

Jib: 30 m. 

Stacking height: 14 m. 

Orientation: 210°. 

Throughput: 2,400 t.p.h. 

Privately-owned (Stockfos). 

Commercial throughput: 

Varies with density and quality of the product, type of vessel, operating 
conditions, etc. 

Daily commercial capacities with 3 shifts (19.5 hours of work) for 
products with a density of either 0.8 (coal) or 1.3 (bauxite). 
Unloading: 

With 2x20 tonne gantries: 12,000 to 18,000 tonnes/day. 

With 2x15 tonne cranes: 7,000 to 10,000 tonnes/day. 

With the continuous unloader plus a high throughput, yard capable of 

25,000 to 32,000 tonnes/day. 

Reshipment: 

With gantry C1: 15,000 to 20,000 tonnes/day. 

With gantry C2: 15,000 to 20,000 tonnes/day. 

With river berth: 9,000 to 12,000 tonnes/day. 

Storage: 

One 6-hectare long-duration storage yard (Carfos). 

One 6-hectare high-throughput yard (Stockfos). 

One 15-hectare ordinary storage yard. 

One 3,840 sq.m. shed (17,000 cu.m.). 

25,000 tonnes alumina storage silo (Aluminium Pechiney). 
Traffic capacity: 

Between 6 and 7 million tonnes a year. 

4 to 5 million tonnes of imports. 

1 to 2 million tonnes of exports. 

Technical data for gantries and unloaders: 
Caillard gantries (P1 and P2). 
Outreach beyond fenders: 23.50 m. 
Free lift: 17.80 m.* 
* Free lift limited to 15.00 m. while putting loader into hold. 
Caillard cranes (K1 and K2). 
Outreach beyond fenders: 


15 tonne crane: 21.50 m. 
12 tonne crane: 26.50 m. 
Free lift: 17.00 m. 
Continuous reloader (C2). 
Outreach beyond fenders: 17.50 m. 
Free lift: 13.50 m. 
Continuous unloader (P+). 
Outreach beyond fenders: 37.50 m. 
Free lift: 19.00 m. 


DRY BULK EQUIPMENT: P.M.A. equipment: 

2x20 tonne bucket gantry cranes. 2 cranes of 15 tonnes at 30 m. 6 
fixed conveyors. 10 public and 7 private mobile conveyors. 2 stackers 
on tyres. 3 feeders with a capacity of 1,500 t.p.h.; 1 of these is privately 
owned. 1 ship loader of 1,000 t.p.h. capacity. 1 continuous unloader with 
a capacity of 24,000 tonnes per day has also been brought into service. 

Private equipment: 2x40 tonne discharging gantry cranes on the 
Sollac import quay. 2 cranes of 50 tonnes at 26 m. on the Sollac export 
quay. 1 loading gantry crane of 1,500 t.p.h. conceded to a private firm 
(Pechiney Co.) with the obligation to give public service on the ore quay. 
Private Berths: Two private berths (Nos. 811 — 812) in Dock 1 — Eastern 
Quay. Sollac reception quay. 

Available berthing length: 640 m. Permitted draft: 18.60 m. 

Annual capacity of loading or discharge: 

Solid minerals, fuels — Coal: 3,000,000 tons/year. 

Ores: 4,000,000 tons/year. 

The Sollac Quay is equipped with 2x40 ton gantries, each having an 
hourly rate of discharge of 2,000 tons. 

Storage Capacity: Fuel, solid minerals, Coal: 350,000 tons. 
Ores: 1,000,000 tons. 

Sollac has a quayside open area of 360,000 sq.m. for the receipt and 

storage of coal and ores. 
LNG FACILITIES: 
At Dock No. 1. (Berth No. 830) (Owned by Gaz de France). 

Length available for berthing 180 m. Max. draft 9.75 m. 

2 storage tanks, for LNG in the liquid phase (—160°C.), each with a 
capacity of 35,000 cu. m. (1,235,500 cu. ft.) and 180,000 cu.m. 

The pumps on the LNG Carrier discharge through articulated pipes 
of 300 mm. diameter (11.8 in.), 3 are specifically for discharge; one is 
to return the methane, in the vapour phase to the carrier. 

After warming up from the liquid phase, with the addition of nitrogen 
to conform with the value in the French Gas Grid, the gas, in the vapour 
phase, is despatched by pipeline to the underground storage at 
Tersanne, 214 km. from Fos, and to Marseilles and the Cote d’Azur. 
LPG FACILITIES: Propane: Geogaz's underground storage of 
120,000 cu.m. at Lavera is connected directly by pipeline to the oil 
refineries and the port 
Butane: Underground storage of Geobutane at Lavera. Capacity of 
170,000 cu.m. can now be raised to 230,000 cu.m. following a positive 
| ed survey. 

eshipment Traffic: The port has established an international reputation 
for its technically delicate operations. 
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CHEMICAL PRODUCTS: 2 privately managed berths on the Eay 

of Dock 2. * 

Berth No. 858: The facilities of Atochem and of Ste. du Chior, 

Vinyle de Fos (SCVF): | 
Serviceable length: 90 m.; Max. draft: 11.30 m. 

This berth is reserved for the export of chemical products guy 
vinyl monomer chloride and washing soda. { 

Arco-Chemie Terminal: 

Serviceable length: 105 m. Max. draft 11.30 m. 

This berth is reserved for the export of different products (Mn 
MTBE, Oxynol, Oxide Proplyene, etc.). 

CONTAINER HANDLING FACILITIES: 

5 berths (Nos. 862-866) in Dock 2, Graveleau Quay. 

Available berthing length: 1,130 m. 

Depth alongside: 14.0 m. 

Permitted draft: 13.00 m. 

Annual loading or discharge capacity: 150,000 containers 
2,500,000 tonnes (approx.) (20 ft. and 40 ft.) ; 
P.M.A. equipment: 5 Paceco quayside gantry cranes of 40 
capacity 20 — 25 containers p.h. and 1 Kone gantry crane of 70 tom 

Storage capacity: 15,000 containers i.e. 225,000 tonnes (apps 
(20 ft. and 40 ft.). Users have at their disposal a storage area we 
total surface of 33 hectares. 112 reefer points available (220 Vols, 
380 Volts 50 Hz. power supply). 

Annual capacity of output or input: 150,000 containers (20K » 
40 ft.) i.e.: 2,000,000 tonnes (approx.) by lorries or railway. The Fre 
Railways Transcontainers terminal has 3 gantries on open areas» 
lifting capacity of 40 tonnes. 

The terminal also has: A control centre of 2,000 sq.m.; 2 service a» 
of 200m.x70m.; a stuffing and unstuffing area of 3,200 » 
comprising 2 sheds of 25 m. x20 m. each. 

Terminal Operators’ ground equipment: 

INTRAMAR: 
1x60 tonne PPM crane, fitted with an automatic 20 ft./40 ft. sprea 
4x20 ft./40 ft. front forklifts. 

5 front forklift trucks with 15/25 tonne lifting capacity. 

12 yard tractors. 

10X20 ft./40 ft. trailers. 

2x12 tonne elevators, one fitted with a spreader for empty 20¢ 
40 ft. containers. 

2x3 tonne elevators and more if required. 

Extra voto ill is readily available in Marseilles. 

EUROFOS: 
7x40 tonne front elevators fitted with telescopic 20 ft./30 ft. and 4 

spreaders and three 42 tonne elevators. 

3x11.5 tonne front elevators fitted with telescopic 20f.4 
spreaders for rapid handling of empty containers. 

19.5 tonne front forklift truck. 

2x2.5 tonne front elevators for minor operations and load 
unloading of containers. 

6 Mafi-Douglas tractors with elevator ramp and 15 Plan 170! 
tractors. 

A fleet of 32 frame trailers (no tailbard) and 3 swan-necked roll tralé 
with a payload of 40 tonnes. 

MAFOC: 
7X38 to 42 tonne front elevators fitted with spreaders. 

20 tractors. 

23 trailers. 

2 Belotti cranes for empty containers. 

2 forklift trucks with 10/20 tonne lifting capacity. 

6 forklift trucks with 5 tonne lifting capacity. 

Special equipment is also available for handling non-stan® 
containers. 

Extra equipment is readily available in Marseilles. 

Also see “Developments”. 

MEDICAL: All hospital and medical facilities. Yellow fever inocult 

made by appointed doctors. Masters to advise by radio, prior ame 

medical attendance required on board. 

CONSULS: Norwegian, Swedish, Danish and Spanish Consuls af 

de Bouc. Others at Marseilles. 

REPAIRS: Ore berth can be used as a repairs berth when not req 

for cargo operations. Permission must be obtained for tanker ree 

No tankers repairs if vessel is not gas free. Permission given by Hat 

Master only. 

TANKERS: Chicksan loading/discharge arms fitted at all berths. Be 

discharge ashore through pipeline. Tank cleaning slop or oil residut’ 

accepted through shore line, but can be disposed of by barge ™ 

Marseilles. Possibility of crude cleaning for vessels with inert gas s\* 


Crude: 5 public berths, of which one is multi-purpose 0 Bis (No. 


Berthing 
Designation Berth Length Max. Draft 
No. (m.) (m.) 
0 Bis 807 250 12.80 
1 801 370 20.58 
2 802 350 17.90 
3 803 420 22.25 
4 804 420 14.00 


Berths 0 and 0 Bis (800 and 807) are equipped to handle either . 
or import of refined products, or chemical product traffic ( ’ 
TBA), or the loading of crude oil from a tanker moored at one @ 
Berths 1, 2 or 3 (Nos. 801, 802, 803) 

Berths 1, 2, 3 and 4 (Nos. 801, 802, 803 and 804) are for rect 
crude oil only. Berth 2 (No. 802) is specially equipped to trans® 
using special pipelines, crude oil from vessels alongside at bet 
(No. 801) and No. 3 (No. 803). 

Specialised lines, dependent upon the nature of the products, 
these berths to the oil depot of Fos, to the CRAU depot (Shet 
B.P.) to the Esso refinery and to the S.P.S.E. terminal, all loca 
Fos. 


Nos. 1, 2 and 3 the outboard lifeboat is to be lowered down 
the embarkation deck and rigged ready for immediate use. 
e eage capacity: 
SP.S.E. Terminal 


aster’s Report: October 1986. 
On Berth 


2,660,000 cu.m. 

CRAU 1,910,000 cu.m. 

Esso Refinery 840,000 cu.m. — , 

garth 4 (No. 804): Located at Mole No. 2 of the oil terminal, offers in 

mary stage a depth of water of 15 m. The berth is intended for 

oie in ballast of vessels of 550,000 d.w.t. for washing out tanks 
a ir. 
Pe rites the reception of crude oil imports and the transhipment 
4 crude from tankers moored at Berths 801, 802 and 803. 
“The maximum permissible draft is at present 14 m. ; 
The berth is connected to the new deballasting station by a 20 in. 
dameter pipeline. During the current first phase of development, this 
station treats only ballast of low oil content. : 

The berth can also be used for discharging crude from tankers with 
4atts up to 14.02 m., and is equipped with one 42 in. diameter discharge 
noe and two 16 in. diameter discharge arms. d : 

During the current first phase of development, this berth is not 

ipped with refuelling pipes or boarding towers. 

This berth is also used for transhipment from ship to ship (alongside 
each other) for crude and gas operations. 
Aetined Products: 5 berths of which 3 are multi-purpose — 0, 0 Bis and 
1Nos. 800, 801 and 807). 


Berthing Max. 
Designation Berth Length Draft Remarks 
No. (m.) (m.) 
0 800 230 12.40 Public 
0 Bis 807 200 12.80 Public 
C2 808 100 7.00 Public 
Sollac 821A 100 5.50 Private 
801 370 20.58 Public 


1 ! 
independently of the receipt of crude oil, berths 0 and 0 Bis are 
equipped to handle either refined product import or export traffic, or the 
ading of crude oil from tankers berthed at berths 1, 2 and 3 (801, 802, 


803). 

Berth C.2 (No. 808) specialises in loading refined products on coastal 
vessels and the Sollac berth (No. 821A) specialises in the receipt of fuel 
oll 


Storage capacity: 
Fos Oil Depot 686,000 cu.m. 
Esso Refinery 947,000 cu.m. 
Total: 1,633,000 cu.m. 


Report: 

Berthing Procedures: Tugs are secured in the dredged channel between 
Buoy Nos. 3 to 7, using the “On the Hook” method. Tugs watch VHF 
Channel 6. 

Loaded or ballasted tankers are usually berthed starboard side to the 
certh and are swung on departure. But on request (ship's manifold too 
far displaced or only one gangway available) or in some weather 
conditions (S.E. winds), ships may be berthed port side alongside. The 
swing is always difficult and requires careful attention. 

Usual parallel landing method is followed for Berths 0 — 0 Bis and 4, 
and ship's anchor may sometimes be used in special weather conditions. 

When instructed to Berth at No. 1 or 2, Masters should be aware that 
the speed has to be carefully checked and agreed with the Pilots. When 
passing the last buoy of the channel (No. 11), the engine has to be put 
ful astern" and the effect of the propeller may bring the vessel 
approximately parallel to the jetty. The berth approach is then conducted 
aan angle of less than 30° with tugs’ control. 

Only Berth No. 4 is equipped with an approach velocity indicator which 
may be moved to No. 3 in the future. 

For all the berths, ships’ lines are taken ashore by mooring launches 
and lifted by hand on to the bollards or quick release hooks. 

Spring lines are sent first, then breast lines and tugs will come 
alongside to push. Mooring boats make VHF contact on Channel 6. 

Shore gangways are available only on Berth Nos. 1, 2 and 3, put on 
he ship's deck forward of the manifold (ships’ lifebuoys used). On the 
ther berth ships’ gangways are needed with safety nets and lifebuoys. 
Berths: Managed by the “Port Autonome de Marseilles”, the berths 
consist of concrete platforms with rubber fenders. All are equipped with 
counter balanced hard arms, bolted connections. Shore personnel carry 
cul connections/disconnections and a permanent watch is maintained 
othe berth. This watch may be made from a control room where video 
surveillance is carried out for the berths by one camera mounted on the 
ams and another one watching the entire berth. 

ite, outside arms can be used for bunkering and for discharge of 


_ Storage for ballast is up to 80,000 cu.m. and discharge rate to 
3.000 cu.m.p.h. 
nore lines have No Non-Return valves, and ships are advised to 
“2’etully close their manifold gate valves during any stops. 
Gach Regulations give maximum cargo temperature allowed for 
C rging heated cargo using crude oil lines: in these special cases, 
(131°F) may not be exceeded. 
the LAST: Deballasting Station: This station is situated to the rear of 
Oil jetties. It treats ballast of only low oil content, but can receive 
‘ of crude oil and refined petroleum products. 
rmary Coven on 4.000 = paren ith tus f 
ration: 4, cu.m/hr., wi aratus for removin: 
2a and the oil recovered. Be? Ki 
Wide mediate storage in a basin of 80,000 cu.m., 320 m. long by 108 m. 
by 3.50 m. deep. 
Pe dary separation capable of rejecting water containing less than 
: ~ Crude oil and petroleum products (by infra-red measurement) 
foughput of 250 cu.mV/hr. 
— of oil-rich mixtures (slops) 4x360 cu.m. and 14,950 cu.m. 
Mary installations (fire). 


FRANCE 


FRESH WATER: Available by pipeline at all berths. 
FUEL: Available by barge only. 


FIRE PRECAUTIONS: A special fire bert | corp. operates at Fos. Tel. 
42.06.21.29 or call Fos Port Control on VHF Channel 12 or Telephone 
42.40.60.60. 


CUSTOMS ALLOWANCES: Tobacco: 200 cigarettes every 5 days. 
Wine/Spirits: limited amount allowed per man. 

AIRPORT: Marseilles/Marignane Airport about 60 km. distance. 

TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer. 
TELEPHONES: On are telephones can be connected on board. 
GARBAGE DISPOSAL/WASTE OIL DISPOSAL: See Part (a). 
SEAMAN’S CLUBS: See Part (a). 

CURRENCY: See Part (a). 

DEVELOPMENTS: In 1993, Fos Container Terminal will have an 
additional 250 m. of quays and an additional 2 new Post-Panamax 
gantries. 


SHIPMASTER’S REPORT: August 1987 (updated 1992). 
Berth: ATOFOS Berth. 
Documents: 

6 copies Crew List. 

2 copies Crew Declaration. 

2 copies Manifest. 

1 copy Health Declaration. 

Pilotage: Pilot boards between 2 and 2.5 miles South of Lavera Buoy. 
The vessel is to call Fos Port Control 2 hours before arrival and on 
passing Omega Buoy. 

Berthing: ATOFOS Berth is a private facility at the North East end of 
Dock 2. The depth alongside is 12 m. The berth is capable of handling 
30,000 d.w.t. vessels. Products handled are vinyl chloride monomer 
(VCM) and caustic soda. 

The berth has a 50 m. face with mooring/fender dolphins either side 

giving a flat fendering of about 100 m. The vessel berthed port side to, 
head out. The mooring dolphins are fitted with large rubber fenders. 
Tugs: No tugs are required by small vessels, mooring to the dolphin and 
the shore is carried out by use of a launch. 
Cargo: VCM is handled through an 8 in. Chicksan with a 6 in. vapour 
return line attached. Caustic soda is also handled through a Chicksan 
on the North end of the pier. The VCM Chicksan is in the centre of the 
pier. 

Vapour is returned to the shore tanks. 

VCM intake temperatures average —8°C and the loading rate is 
approximately 260 cu.m.p.h. VCM storage not inhibited. Inhibitor added 
to each ship's tank through loading arm, after first foot samples taken. 

The ship makes the stops. After completion ship blows back ashore. 

The plant/berth works in tandem with Berth A4 at Lavera. If Lavera 

berth is occupied and the ATOFOS berth free, ships berth at ATOFOS. 
Storing: Diesel trucks are allowed to back-up to within 50 m. of the 
vessel. Fuel tankers and lub. oil tankers are not allowed near the vessel 
while the arm is connected. 
General: Fresh water is available at the quay. There is no charge made. 
Developments: A new chemical complex and berth are under 
construction for ARCO Chemical Company 3 cables South East of 
ATOFOS. It is anticipated that the berth will handle 1 vessel a day and 
average about 300 vessels per year. 


AUTHORITY: Port Autonome de Marseille, Capitainerie des Bassins 
Ouest, B.P. 200, 13528 Port de Bouc Cedex. Tel: 42.40.60.05. 
Telex: 44.01.64 CAPOR. Cables: Capor. FAX: 42.40.60.40. 
Contact: Harbour Master. 

Fos Facilities Management: Tel: 42.48.66.05. FAX: 42.48.66.00. 
Telex: 410789. 


NANTES: 47.14 N. 01.34 W. 

ST. NAZAIRE: 47.17 N. 02.12 W. 
DONGES: 47.18 N. 02.04 W. 
MONTOIR: 47.18 N. 02.08 W. 


DOCUMENTS: 

Cargo Manifest or Manifest of Ballast. 

Certificate of Cargo Space. 

Bills of Lading. 

Ship's Register. 

6 Crew Lists. 

3 Passenger Lists. 

Health Declaration. 

Derat Certificate or Exemption. 

Declaration of Crew Personal Effects. 
PILOTAGE: Compulsory for vessels longer than 75 m. Pilotage is not 
compulsory for vessels under 75 m. LOA if they are equipped with radar 
and VHF and have no hazardons cargo onboard. Pilotage starts about 
4 miles North of lighthouse of Le Pilier. Pilot boat on station day and 
night, if weather conditions permit, West of lightbuoy of “La Couronnee” 
about 2 miles. If Pilot unable to come aboard he may invite ship to follow 
his boat until they have reached better shelter. Ships heading for one 
of the Loire estuary ports should give ETA at least 24 hours before arrival 
to Port Captain of Saint-Nazaire. Approximate time of arrival at “La 
Couronnee” buoy, the onward destination and speed should be given. 
VHF contact can be made direct with St. Nazaire pilot boat or “Loire 
Pilot Station”. 

La Loire Pilots: Nantes - Tel: 40 69 29 00. Fax: 40 73 29 36. 
~ St. Nazaire - Tel:40019417. Fax: 40190366. Telex: 711251 

Pilore. 


(See Plan) 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle 


ANCHORAGE: Waiting Area is centred 6 miles West of Saint Gildas 
Point. In case of doubt contact pilot boat by VHF or telephone. Vessels 
are not allowed to anchor neither before Quay Emile Cormerais and 
Chevire Power Station Embankment (cables) nor in the vicinity of Power 
Station “Cordemais”. 


MAX. SIZE: 

St. Nazaire: South Entrance Lock: Max. LOA 210 m. Max. draft 8.50 m. 
Max. beam 28 m. 

Montoir: Length 300 m., max. draft 16.1 m. 

Donges: Length 350 m., max. draft 16.1 m. 

Nantes: Length up to 225 m., max. draft 10.05 m., minimum 8.55 m. 


HEALTH: Pratique given by Customs Officers who board on arrival. If 
any case of suspected disease on board or any reason why vessel 
should not receive Free Pratique Master should radio Agent before 
arrival, advising full details. 


RADIO: St. Nazaire Radio operates on 1687 MHz. It keeps a continuous 
watch on VHF Channel 16 and 2182 kHz. 


VHF: VHF Radiotelephone must be used for giving information and 
obtaining clearance to navigate from the Harbour Master. 
The following Channels and frequencies are used: 
Channel 16 Frequency: 156.8 MHz 
Channel 12 Frequency: 156.6 MHz 
The Pilots can be contacted on VHF Channels 16 and 12. 
A continuous watch is maintained on Channels 16 and 12. 


RADAR: The radar service can be contacted on VHF Channels 16 and 
12 or through St. Nazaire Port Control. 


TUGS: Nantes: 21,000 h.p. 
Donges — Montoir — St. Nazaire: 61,500 h.p. — 3,000 h.p. They are 
provided by Abeilles Nantes St. Nazaire. 


BERTHING: St. Nazaire: |s a port with locks. Max. draft: 28 ft. (vessels 
up to 20 — 25,000 d.w.t. in the best conditions of tides). 

Dock Water Density: 1015. 

Length of Quay: 2,700 m. 

Number of Berths: 15. 

Numerous cranes up to 12 tons and a 400 ton derrick. 

Traffic: Timber, heavy loads, metallurgical products, refined products, 
fertilizers, grain (capacity of the grain silo: 10,000 tons. Loading rate 
400 t.p.h.), oil seeds, phosphates. Tanker berth — Deballasting station. 
Ro/Ro operations can be carried out. 

Montoir: Port Authority use own steel cables to supplement ship's ropes. 

Dock Water Density: 1000 to 1020. 

Specialised Facilities: Ro/Ro Berth — Max. LOA 140 m. Warehousing 
and 36,960 sq.m. of back up land. 

LNG: 2 privately managed berths can receive gas-carriers up to 
125,000 cu.m. Also see ‘“Shipmasters Report” dated “June 1980". 

Dry Bulk: Length of quay 818 m., cranes 1x15 tons and 5x 15/30 
tons. 2 continuous unloader. Total daily throughput 20,000 tons. Storage 
facilities and grain silo with gantry crane. 

Traffic: Oil seeds, oil cakes, timber, coal, soya pellets, fertilisers and 
scrap iron. 

Liquid Chemicals: Connections for ammonia gas, acids and liquids. 
Molasses average throughput: 600 t.p.h. 

Container Terminal: Length of quay: 611 m., max. draft 12.0 m. Storage 
facilities, 1x40 tonne mobile crane, 1x32 ton quay crane and 2 Post- 
Panamax container gantries with capacity 70 tonnes. Ro/Ro vessels with 
side ramps also berth. 24 power points for refrigerated containers. 
Coal: A coal berth is operational to receive ore carriers up to 140,000 
d.w.t., rate 2,500 t.p.h. 

Donges: Mooring of vessels to Dock No. 3 is performed with ship's 
ropes. On Dock Nos. 4, 5, 6 and 7, Port Authority use own steel cables 
to which ship is secured to supplement her own ropes. 

Berth Nos. 5, 6 and 7: To reduce the time of mooring a special mooring 
gang can be put at Master's disposal for arrival and departure. 
Arrangements must be made 12 hours in advance of this service. 
Permanent watch on VHF Channel 16 is recommended. 

Tanker Berths: Can receive fully loaded tankers of 120,000 — 140,000 
d.w.t. or the 350,000 d.w.t. lightened. Number of berths 7. 

4 berths are designed for handling refined products. Throughput: 
1,500 to 5,000 cu.m./hr. Berths No. 3 and 4 can handle LPG. 

3 berths are designed for discharging crude oil. Throughput: 
10,000 cu.m./hr. 

Crude Connections: No. 5 Berth 4x12 in. Chicksan arms, 12 holes 
type 150 Ibs. No. 6 Berth 5x12 in. No. 7 Berth 5x 16 in. Chicksan arms. 
12 holes type 150 Ibs. Reducers available, notice required prior to arrival. 

Bunkering Lines: No. 5 Berth 8 in. Chicksan arm with 6 in. connection. 
No. 6 Berth, 6 in., 8 in., or 12 in. No. 7 Berth 16 in. 

Le Carnet: Berth for chemical tankers up to 180 m. LOA. 

Nantes: Vessels may be moored with bow facing up or downstream. 
During heavy flood periods, however, bow to face upstream. 

Dock Water Density: 1000. 

Quai Chevire: Traffic: Timber and containers. 3 berths. Cranes up to 
25 tons. Two 15 to 25 ton cranes are able to operate together, providing 
a 25 ton to 45 ton lifting capacity. Spreader available for handling 20 ft. 
containers (about 20 containers per hour). Storage facilities. 

Quai Wilson: Length 800 m., 8 berths. Traffic: Heavy loads and 
containers in the Eastern part. 

Phosphates, coal, pyrites, sulphur, salt, scrap iron, molasses, sugar, 
fruits and vegetables. Storage facilities. Numerous cranes up to 60 tons 
capacity. 

Quai Roche-Maurice: Length 747 m. 6 berths. Cranes up to 6 tons 
capacity. 

Discharging: phosphates, grains (loading rate 700t.p.h.), molasses, 
fertilizers. Storage capacity of the grain silo: 120,000 tons. 

Additional facilities for discharging oil and coaltar, chemical products, 
wine and various cargoes, length of quays: 1,500 m. 

CRANES: 60 ton heavy lift crane at Nantes. 400 ton derrick at 
St. Nazaire. 
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BRIDGES: Vessels coming up the river to Montoir, Donges a 
upstream pass underneath the St. Nazaire bridge: Clearance 6} ». 
lowest water. : 

Clearance under Chevire Bridge is 56 m. at lowest tide. 
STEVEDORES: Available. 

MEDICAL: Facilities available at any time. 
TANKERS: See “Berthing”. 

Degassing and deballasting operations possible at St. Nar» 
capacity 1,700 cu.m.p.h. ; 
FRESH WATER: Available at docks. 

FUEL: Available in any grade or viscosity. Advance notice of at leg 
2 days must be given if vessel has to bunker on Saturday or Sung 
Otherwise, delivery within 36 hours by barge. 

FIRE PRECAUTIONS: Usual precautions for tankers in neighbour 
of refineries. No fire, no smoking, Ground wire for ship. 
GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: Done by crew. 


CONSULS: 

Algeria 40.74.38.19 Netherlands 40.47.16.3) 
Belgium 40.71.57.10 Norway 40.71.33.35 
Brazil 40.47.72.21 Portugal 40.73.05.04 

40.22.41.46 Spain 40.48.67.95 
Denmark 40.71.89.13 Sweden 40.34.00.67 
Finland 40.75.53.08 Switzerland 40.71.67.6 
Germany 40.73.29.46 Tunisia 40.71.10.52 
Greece 40.73.46.13 United Kingdom 40.71.0859 


REPAIRS/DRY DOCKS: Very good facilities exist for all types of reps: 

St. Nazaire: “L. Joubert” graving dock, length 350 m., width 5» 
Dock can accommodate ships up to 240,000 d.w.t. 

Dry Docks: No. 1 Ships up to 40,000 d.w.t. No. 2 Ships up to 18) 
d.w.t. No. 3 Ships up to 6,000 d.w.t. 

Nantes: One careening unit of 1,700 ton accommodating ships up) 
100 m. long. 
CUSTOMS ALLOWANCES: Tobacco: 300 cigarettes or 75 cign 
Wine; 7 pints. Spirits: up to 22°— 5.3 pints, beyond 22° — 2.7 pm 
Coffee: 26 ozs. Tea: 5 ozs. 
AIRPORT: Nantes: Good connections with French internal network 4 
Inter) and also international, mainly with stop-over Paris. 5 daily figs 
to the capital. Direct flights to Bordeaux, Lorient, La Rochelle, Lyon, « 
St. Nazaire: 2 daily flights to Paris. 
TIME: GMT plus 1 hour, seasonal alteration. 
HOLIDAYS: New Year (ist January, no labour available); Eas 
Sunday (possibility of labour with overtime); Easter Monday (no labs 
available); Labour Day (1st May, no labour available); Ascension 
(possibility of labour with overtime); Whit Sunday (possibility of laby 
with overtime); Whit Monday (no labour available); National Day (i¢ 
July, no labour available); Assumption Day (15th August, no labo 
available); All Saints’ Day (1st November, no labour available); Armiste 
Day (11th November, possibility of labour with overtime); Christmas 0: 
(25th December, no labour available). N.B. Every Sunday and & 
meres “possibility of labour with overtime” can be worked at thee 
of 100%. 
POLICE/FIRE/AMBULANCE: Police 17; Fire 18; Ambulance 18. 
TELEPHONE: Arrangements are possible. 
SHORE LEAVE: No restrictions. 
IDENTIFICATION CARDS: Not needed. 
DEVELOPMENTS: Montoir: The Container Terminal is to be extent 
to 1,210 m., and second Ro/Ro berth is to enter service in 1994. 


SHIPMASTER’S REPORT: June 1980 (Updated 1994). 

Montoir: (Discharging ammonia) — See “Plan”. 

Approaches: B.A. 3216, 2989 and 2647, outer coverage not very got 
Arrived in good visibility so shore lights gave good positions. lle de" 
does not show up very well on the radar until only about 16 miles? 
The light on lle de Yeu is listed on different charts as having diffew 
characteristics and in fact agreed with that in the Light List. The maint 
showed up for some considerable distance but no worthwhile del 
were identified until well up to “SN1" Buoy (Racon). 

The light on “SN2” was seen about the same time as “SN1" am 
much brighter. Both buoys were seen on radar at ten miles. As" 
are many fishing vessels, identification of these buoys in poor vish® 
would require a great deal of care. 

Once in the “tanker channel” proceed to the pilot station as indic# 
on the chart. ; 
NOTE: Remember the standard message to “Surnav France’ © 
tanker carrying hydrocarbons. 

Pilotage: Contact made on Channel 16, working Channel 12. G# 
communications. 

Pilot cutter is a — vessel which will come close alongside ands 
away a small boat. Pilot ladder 1.0 ft. above the water. 

The cutter surprised us by steaming towards us at full speed an" 
eventually met some 3 miles West of the boarding area. 

Vessel may only berth (and unberth) at slack water at Montoir. 5 
loaded means having to arrive at the top of the tide, although if in ba 
one may sail at low slack water. Should any supertankers be movey! 
that time, presumably having booked their tide first, vessel will ™® ’ 
allowed to sail. The Pilot could not confirm whether incoming ships® 
priority. 

NOTE: Unberthing tugs and Pilot to be booked by 1800 hrs. f® 
following morning. Vessel charged if unable to meet that particular s® 
water after ordering. 

Three tugs used for berthing and unberthing; tugs lines, 1 fom 
1 aft and 1 pushing amidships. Backsprings sent away first. 

When unberthing vessel moves upstream to turn. 

Mooring boat to handle ropes. 

NOTE: There were a lot of buoys which are not marked on the of 
due, no doubt, to extensive dredging operations and spoil 
dumping. 

Length of pilotage to first line ashore 1 hour 30 minutes. 


of a small “T” jetty with a line of dolphins standing proud 

py 1.5m. These extend from just forward of the accommodation to 
a ank dome, 150 Mm. approx. ; 

Mooring arrangements were adequate and the linesmen were 


way must be used. 
ry to rig the low extension to the liquid manifold as the 
icksan has insufficient upreach. Invariably berthing port side 


Shore gang 


tis 

snore Ch 

- Prior to this call the berth operators allowed vessels to take on 

sng and foodstuffs but port regulations forbid the loading of 
inery items or heavy lifts during discharge. 

The derrick only plumbs the after corner of the “T” jetty and all items 
nave to be manhandled from the gate to the derrick hook. 

any items of machinery are to be landed or loaded, it is necessary 
» do this either before discharge or after completion; the port authorities 
asist on the Chicksan being disconnected, merely stopping discharge 

cient. 
prt they will not allow a fork lift truck to operate on the berth 
gunng pumping operations. ’ , 

Lube oils were taken at this call and we were able to continue this 
during discharge, simply because the lines were connected before the 
Chicksan and the lorry was still parked outside the jetty access. 

However, after discharge, protest was made against the very low 
dscharge rate and frequent stoppages; the berth operators were most 
pset by this and have sworn that NO STORING will be allowed there 
afuture. This situation will obviously have to be checked very thoroughly 
nthe event of having a large storing/lube oil programme. Barges are 
sot allowed alongside ek discharge. 
pischarge: As already noted the low load/discharge line must be rigged 
on the port side prior to arrival. 

There is no vapour return line. Ship supplied 10 in. reducer. 

Storage capacity ashore is about 25,000 tonnes. 

On arrival there was only a reported 2,000 tonnes in the shore tanks 
and they were therefore warm with consequent problems for the initial 

. Apparently these tanks are loaded from the top, the liquid 
teing allowed to free fall to the bottom. In the first 24 hours the discharge 
vale was little more than 80t.p.h. and there was a total of 5 hours 
2 minutes ere at shore request. We could not discover whether 
this was usual or if it was due to some uncommon machinery defect. 

On boarding, the receivers quoted a maximum rate of no more than 
400 t.p.h. and probably no more than 300 t.p.h. In fact, once the shore 
groblems were resolved we rapidly increased to 550 t.p.h. and then up 
10800 t.p.h. at times. At all times ship discharged to shore requirements, 
shore personnel at the Chicksan communicating with the officer of the 
watch, but only by coming on board. No telephone contact, no walkie- 
talkie. 

A telephone was put on board by the Agents. 

Port Regulations require ship to maintain continuous VHF watch on 
Channels 16 and 12. 

Receivers originally requested vessel to blow through lines on 
completion but this was not required. 

Overall discharge rate 365 t.p.h. 

Surveyor: Redwoods, figures taken on gauging of ship's tanks. 
General: Fresh water available from quay, not costly. 

Bunkers must come by barge, usual restrictions. 

No film exchange possible unless with another vessel. If the depots 
aout ports have sufficient it may be possible to carry out an exchange 
‘ample warning is given. 

Chandler was quite good but closes over the weekend, plenty of 
varning should be given for unusual items. 

Access to St. Nazaire by taxi, about 50 francs. 

Papers: 2 Crew Declarations. 2 Stores and Bonded Stores Lists. Port 
“ealth Form; their own form, spares supplied. 1 Passenger Declaration, 
made up on board. 

Applied for Radio Pratique but this was not granted prior to arrival. 

Agents: Very good, very helpful with good representation on board. 
\scal office in Donges, main office at Nantes. 

Sallast: The river water is very dirty indeed, flood only being marginally 
®8s so than the ebb. High injection points only should be used. 

tat all possible ballasting should only be carried out from about half 

to just beyond HW to minimise the amount of deposits within the 
‘last tanks. Even then an immediate programme of flushing tanks 
“ould be put into effect on clearing the river. 
Density varied between 1025 and 1010. 


SHIPMASTER’S REPORT: August 1989 (Updated 1994). 
, . Berth No. 7. 
oe 268,000 tonnes d.w.t. 
4 - arrived at Donges after a part discharge elsewhere with a draft 
aus m. The pilots advised us that they take vessels up to 15.0 m. 
pooh if conditions and tides permit, up to 16.0 m. draft at Donges. 
; CC of more than 300,000 tonnes d.w.t. has been handled in a 
pened condition. 

@s: The approaches are quite straightforward as the vessel 
only be berthed at Donges at slack cael 
ws 2 vessel anchored in the waiting area until the pilot boarded, which 

5 hours before high water at Donges. 

98: The pilot boarded from a small launch from the cutter which 
ee Close alongside in the waiting area. We were instructed to have 
te nchor aweigh and to provide a good lee. It was not necessary for 
7 ewe to steam to the usual pilot boarding station. 
the by tugs were used, they approached the vessel after passing under 


voorings: The moori “plan” “Plan” Secti 

fh r ngs were as per “plan” (See “Plan” Section), 

rely 2 head lines, 2 stern lines, 2 breast lines forward and aft and 

Mooring wee forward and aft. Ship's lines are sent away first, after which 

take mM f9 boards by the shore gangway to assist the ship's crew to 
4p the 6 shore wires. 


FRANCE 


Loading: The berth is equipped with 4 x 16 in. Chicksans for crude oil 
and 1 x 12 in. Chicksan for bunkers. 

Departure: Unberthing is performed at slack water and is normally in 
daylight for vessels of this size as vessels are berthed port side alongside 
and have to be swung after unberthing. Slack high water is preferred 
for unberthing, but for vessels which can achieve a light draft it is 
sometimes possible to unberth at slack low water. 

When we were ready to sail the tugs were not available as they were 
shifting a new ship at St. Nazaire Shipyard and the Port Authorities 
would not permit us to depart at night, so we had to wait nearly 24 hours 
after completion of discharge before sailing. This particular set of 
circumstances does not occur very often. 

Repatriation: Easily undertaken via Nantes Airport which is about one 
hour by taxi from Donges. The local airport at St. Nazaire is visible from 
the berth, but was not convenient as there were no weekend flights, 
also crew members undertaking international flights would have to 
change at Paris. 

Garbage: Garbage disposal can be arranged by the agent, we had a 
large skip (30 cu.m.) left on the quay during our stay. 

Cranes: There is a small hydraulic crane on the jetty which is used for 
positioning of the shore gangway, it may also be used for loading small 
quantities of stores and laundry and off-loading of garbage, etc. The 
driver must be ordered from the Port Authority in advance and there is 
a charge for this service. 


AUTHORITY: Port Autonome de Nantes — St. Nazaire, B.P. 3139, 44031 
Nantes Cedex 04, France. Telex: 700425 F. Contact: Harbour Master — 
Upstream: 18 quay Ernest Renaud, 44000 Nantes. 
Tel: 40.44.20.20. FAX: 40.44.20.01. 

Downstream: 3 bis, boulevard de Verdun, B.P. 422, 44606 Saint- 
Nazaire. Tel: 40.00.45.20. FAX: 40.00.45.66. 


NICE: 43.42 N. 07.17 E. (See Plan) 


PORT LIMITS: The Port is situated in the N.E. part of the Baie des 
Anges (Bay of Angels) between the castle hill and the Boron Mount 
which form at the Nice Cape a rocky promontory towards the South. 
DOCUMENTS: The Master of a vessel, when he arrives, is required to 
fill out an entry declaration, a copy of which is handed to him by his 
Agent or by the Port Captaincy. 

A Crew List and a List of Passengers intended for the Port 
Commissariat must be drawn up before arrival at the port. 

All documents required by marine regulations, i.e. health declaration, 
manifest, vessel's safety plan etc., . . . are required by the port services. 
PILOTAGE: The pilot station operates 24 hours a day and is attended 
by 2 licensed Pilots. Pilotage is obligatory for vessels of LOA 50 m. and 
over. Pilotage is exempt for vessels of less than 50 m., and if they are 
equipped with VHF. 

The pilotage area of Nice-Villefranche extends as far as 3 miles from 
the coast between the meridians of the left bank of the Var (07° 12’ E.) 
and of Cap Ferrat (07° 20’ E.). Vessels must, if possible, give warning 
of their arrival 24 hours in advance, particularly if they intend arriving 
during night-time hours. 

Pilots may be called up by regulation signals during the day and night 
or by radiotelephone to Grasse Radio or Monaco Radio both stations 
on VHF Channel, telephone Nice Station (93.55.24.41) or to the Port 
Captaincy (Tel. 93 89 50 85). 

ANCHORAGE: The coast being very rocky, does not allow anchorage 
close to the port. The Villefranche Roads, on the other hand, offers a 
sheltered zone, giving very good anchorage facilities. In the Villefranche 
Roads, 2 buoys can be used with the permission of the Nice Captaincy, 
by vessels merely calling at the port or waiting for a place on the quay 
at the Port of Nice. There is access for vessels of all dimensions. 
RESTRICTIONS: The transport and handling of dangerous or infected 
materials, within the limits of the Nice Port, are subjected to the 
requirements of decree of the 1st February 1951 which controls the 
transport and handling of dangerous materials in maritime ports. There 
is no operation in this respect at night. 

All operations, prescriptions, order and stipulations as laid down in 
the general ents and the local regulation covering “Port Services” 
are governed by the Port Commandant. 

MAX. SIZE: The commercial port is accessible to vessels of 145 m. in 
length and 7.0 m. draft. 

HEALTH: Health control at the frontiers is subject to the measures 
prescribed by the international health conventions; the functions of 
health police and health guard are entrusted to an Agent in the service 
of Health. Urgent medical help can be obtained through the intermediary 
of the radio stations of Monaco and Grasse who establish contact directly 
with the department concerned. 

VHF: Port Officer is on duty 24 hours a day and listens on Channel 16. 
Working on Channels 12 and 9. 

There are two Channels, i.e. 9 and 12 for communication purposes. 

No communication of a private nature may be handled. 

RADIO: Monaco Radio. 

VHF: Port Captain on Channel 16. 

RADAR: None. 

TUGS: None. 

BERTHING: Length of usable quays 1,600 m. having a depth of 5.0 m. 
— 7.50 m. and 10 berths available. 
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CRANES: Quai Infernet: 15 ton crane on rails (scoop and hook). 

Commerce: (Commercial Quay) 2 cranes on rails of 6 tons capacity 
(scoop and hook). 

Commerce: (Commercial Quay) 2 hoppers of 50 cu.m. capacity — on 
rails. 2 Nellen cranes on tyred wheels, capacity 4.2 tons at the end of 
the jib and 8 tons at 6 m. (with tackle block), and 1x10 ton capacity 
Gottwald crane with rubber tyred wheels. 

CARGO HANDLING FACILITIES: 

Material Handling Equipment: All the handling equipment is supplied by 
the stevedores. 1 forklift of 4 tons capacity and 11 forklifts between 4 and 
8 tons capacity. 

Storage Facilities: 45,000 sq.m. of open air areas. Specialised 
equipment for the discharge of bulk equipment (pyrite, clinker, mineral 
etc.) 

Unloading or loading capacity — cement 1,400 tons per day; various: 
400 tons to 700 tons per day and per gang; ores in bulk: 1,200 tons per 
day with 2 hoppers, 2 cranes and 2 gangs. 

Facilities for Specialised Goods: 4 platforms for Ro-Ro traffic. Height 
of peste 1.23 m. and 3.06 m. 

BRI ES: None. 

STEVEDORES: 67 professional dockers; 10 occasional dockers. 

Employer — Bureau Central de la Main d'Oeuvre (B.C.M.O.) of the 
Port of Nice. 

MEDICAL: Hospitals are situated in the town and give excellent 
treatment in the case of accidents or illnesses of any nature whatsoever. 

Passengers coming from foreign countries are required to abide by 
the prescriptions of international agreements (vaccination certificates, 
health certificates, etc.). 

TANKERS: No facilities. 

DENSITY: Salinity: Varies between 34 gm. and 38 gm. per litre. 
FRESH WATER: It is possible to take on fresh water at all quays by 
connection to the main supply. Average rate of supply 60 t.p.h. — price 
9.60 Fr. per ton. 

FUEL: All types available by truck. 

FIRE PRECAUTIONS: The town provides fire fighting facilities. The fire 
station is close to the Port. 

CONSULS: Algeria, Germany, Austria, Belgium, Brazil, Colombia, Ivory 
Coast, Republic of Benin, Denmark, Dominican Republic, Spain, United 
Kingdom, U.S.A., Finland, Gabon, Greece, Ireland, Iceland, Italy, Liberia, 
Luxembourg, Mauritania, Monaco, Niger, Norway, The Netherlands, 
Peru, Philippines, St. Marino, Sweden, Switzerland, Tunisia. 
REPAIRS: All possible deck and engine repairs can be carried out. 
There is no dry dock. Hull careening is carried out by underwater 
procedure. 

SURVEYORS: Lloyd's of London, The Coasting Mediterranean 
Company, The Venturer Company, Weir (S.A.), Societe Azureenne de 
transports et d'affretements Maritimes, Societe Nationale Maritime 
Corse, Mediterranee, Pittaluga & Co., Martini & Co., Cie Charles le 
Borgne, Cie Fabre, Cie Fraissinet, Cie Messageries Maritimes, Nautilus 
Line, Barry Rogliano et Cie. 

HATCHES: Hatches are opened and closed by crew. 

CUSTOMS ALLOWANCES: 30 cigarettes per person per day; 1 litre of 
aperitif per 6 persons per day. 

REPATRIATION: Airport and railway network in the town. 

AIRPORT: International Airport 4 km. from the Port. Principal countries 
are served by international airlines. 

TIME: GMT plus 1 hour (Winter). Summertime kept from April to 


ober. 
HOLIDAYS: These are staggered as far as dockers are concerned so 
that there is continuity of operation. 
POLICE/AMBULANCE/FIRE: Police Tel: 17; Ambulance Tel: 18 or 
93.92.55.55; Fire Brigade Tel. 18 or 93.86.16.11. 
TELEPHONES: Telephones can be installed on board at Papacino 
Quay, Entrecasteaux Quay, Quai du Commerce, Quai de la Traverse, 
and Quai Ribotti. 
SHORE LEAVE: Crew members may disembark after checking with 
Police. 
IDENTIFICATION CARDS: For foreign seamen a permit to come ashore 
is issued by the Port Police. 
GARBAGE DISPOSAL: Containers and boxes on quay. Daily collection 


made. 

WASTE OIL DISPOSAL: Collection by trucks of 25 tons capacity each. 
Contact: Sud Est Assainissement, Tel: 93.26.32.19. 

SEAMAN'’S CLUBS: None. 

GENERAL: There is a bus and taxi service very close to the port also 
there are coastal trading entities within the Port precincts. 
AUTHORITY: Capitainerie du Port de Nice, 2 Quai d’Entrecasteaux, 
B.P 3, 06300 Nice. Tel: 93.89.50.85. Contact: Captain F. Guivarch, 
Port Captain. 


PARIS: 48.51 N. 02.20 E. (See Plan) 


PORT LIMITS: Within 1 km. of loading or discharging berth or, if 
occupied by another vessel, where the Pilot will place the vessel in 
agreement with the consignees. 

DOCUMENTS: As Rouen is considered as the frontier port for vessels 
entering or leaving the Seine above this port (estuary to Rouen is known 
as “Seine Maritime”, Rouen to Paris and beyond as “Seine Fluviale’’), 
documents relating to vessel, crew, passengers, cargo, health, etc., are 
exactly the same as for Rouen and must be presented to the Agent on 
arrival in this port. If the vessel has never traded to ports inland from 
Rouen, technical inspection may be carried out in Rouen on first voyage. 
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PILOTAGE: As for Rouen, except that in spite of Rouen Agents ty 
notified by Rouen pilot station of vessels’ time of entry into N 
ETA Rouen, also in most cases of the final destination of vessel, 
should notify by radiotelephone Rouen Agents before entry into S 
of the final destination so that “Seine Fluviale” Pilots are waiting to, 
the vessel from Rouen to inland destination. 

ANCHORAGE: See “Rouen”. 

RESTRICTIONS: Above Rouen, night navigation possible on rey 
to Rouen Agents. 

MAX. SIZE: 120 m. length, 15.5 m. beam, 3.5 m. draft up to Paris: be 
reduced to 11.4 m. and draft to 3.0 m. on River Oise and River i= 
up to Bonneuil or even 2.8 m. on River Seine beyond Paris; airdrs 
limited at 8.75 m. up to Gennevilliers, at 6.0 m. beyond Paris, on, 
Marne up to Bonneuil and at 5.5 m. on the upper section of River S. 
(Montereau facilities) and on River Oise. 

HEALTH: See “Rouen”. 

RADIO/VHF: Vessels arriving in Seine Estuary are automatically now, 
to Rouen Agents. Any special messages to inland Agents or Recs. 
should be made by radiotelephone seach or via Rouen Agents, 
VHF to Rouen Agents when in “Seine Maritime”. Pilot can always. 
Masters to send these messages via pilot stations. In the "S 
Fluviale” all locks have VHF and telephone by which me: eS Can) 
relayed in case of accident, breakdown or delays. Pilot notifies ing 
Agents by telephone of such incidents. 

RADAR: There is no radar service in the “Seine Fluviale”. Bridge» 
are equipped with radar reflectors. 

TUGS: No offical tug service on “Seine Fluviale", but in cag 
breakdown, local tugs may be hired. 

BERTHING: Many public or private facilities may be reached; m 
public ones are: 


Quay Shed 
Quay Length Depth Capacity Remarks 
; (m.) (m.) (sq.m. 
Bonneuil 3,500 3.0 33,000 Container terminal 
Gennevilliers 8,000 3.5 136,000 Container terminal 
30 and 12 ton lift 
trucks; Ro/Ro and 
heavy lift facilities, s 
(170,000 tons). 
Conflans-Ste 
Honorine 1,400 3.5 2,000 
Limay 1,700 3.5 27,000 3x20 ton travelling 
cranes; Ro/Ro 
facilities. 
Saint-Ouen 
l'Aumone 200 3.0 _ 
Bruyeres-sur-Oise 600 3.0 _ 


CRANES: All types of cranes available from leasing or handling fim 
BULK CARGO FACILITIES: 21,000 t.p.h. bucket wheels for c 
unloading at Vitry-sur-Seine and Champagne-sur-Oise Power Stati 
SPECIALISED CARGO HANDLING FACILITIES: Containers hané 
at Gennevilliers and Bonneuil-sur-Marne; Ro-Ro facilities at Lin 
Gennevilliers (cars) and Evry (heavy loads); reinforced quay for he 
loads at Gennevilliers. 

BRIDGES: See “Max. Size”. 

STEVEDORES: Available. 

MEDICAL: See “Rouen”. 

DENSITY: River fresh water beyond the first lock. 

FRESH WATER: Available at most quays. 

FUEL: One barge delivers fuel and water. 

CONSULS: Nearly all countries represented in Paris. 

REPAIRS: Main Yards: 

Chantiers Navals d’Acheres, La Croix d'Acheres 78260 Acht 
Tel: (1) 3911.02.27. Telex: 697703 Cnacher. 

Chantiers Navals de la Haute-Seine, rue des Voeux Saint-Geog 
94290 Villeneuve-le-Roi. Tel: (1) 4597.31.60. Telex: 691674 Ausert 
DRY DOCKS: Slips in the yards above. 11,100 ton synchrolt 
Acheres (73 m. x13 m. platform). 

SURVEYORS: Bureau Veritas, Lloyd's, American Bureau of Ship’ 
and Norske Veritas have surveyors in Rouen or Paris. 
GANGWAY/DECK WATCHMEN: Not normally considered necess* 
HATCHES: Normally opened by crew. 

CUSTOMS ALLOWANCES: Same allocation per man per aj! 
Rouen with allowance made for inland voyage. 

AIRPORT: Paris “Charles de Gaulle” and “Orly”. 

TIME: GMT plus 1 hour (Winter), GMT plus 2 hours (Summer). 
HOLIDAYS: See “Rouen”. 

TELEPHONES: Not available, but telephone always within S* 
distance of quays. 

SERVICES: Compass adjusting may be arranged by Rouen on ouN® 
trip. 

SHORE LEAVE: Seamen's Book sufficient. f 
GARBAGE DISPOSAL: Various solutions available ranging ™ 
municipal collection system to private contractors. Ship's agents 
be able to give details. 

WASTE OIL DISPOSAL: The following are approved engine wast! 
Stations : p 

Malezieux et cie, 2 Voie de Bedanne, 76410 Cleon, Tel: 358" 
17. 

Relais Paris-Normandie, 1 route Nationale, 78270 Rolleboise. Té? 
77-03-47. 

Port de Gennevilliers, Fire Brigade Wharf, Tel: 47-94-32-37 

Excelsior, Facing 1, Quai d'Austerlitz, Bercy Bridge, 75013 
Tel: 45-85-28-92. 

CURRENCY: French Franc (FFr). i 
AUTHORITY: Port Autonome de Paris, 2 Quai de Grenelle, 757327 
Cedex 15. Tel: (1) 40.58.28.70. Telex: 204487 Poronom. FAt 
45.78.08.57. Contact: Daniel Maquart, General Manager. Rem 
Head of Maritime Operations. 


ooRT-VENDRES: 42.31 N. 03.07 E. 


pts 
rew Lists. 
7 Se ange! Lists. 


ore Lists. : 
2 time Health Declaration. 


Manifests. 


(See Plan) 


4 Cargo 
2Bills of Lading. — . . oo 
Ship's Papers: Nationality Act, International Tonnage Certificate. 
aLOTAGE: Pilotage is compulsory for all vessels over 45 m. LOA. 
t for pilot should be sent with ETA 18 hours prior to arrival by 
x or cable via Marseille Radio. 
pilot boards 1.0 miles North of Mole Abri. 
Pilots: Pilot Station — Port La Nouvelle/Port Vendres, 152 Avenue 
de la Mer, 11210 Port La Nouvelle. 
Tel: 68 48 01 81 or 68 82 00 75. 
Fax: 68 48 25 40. 
Telex: 505588. 
Cables: PILONOV. 
VHF: Channel 12. 
MAX. SIZE: Max. length 150 m. max. draft 8.0 m. 
HEALTH: Usually Customs give Free Pratique. In event of suspected 
gsease or fever on board must advise naval doctor. 
RADIO: Marseille Radio (or St. Lys Radio) or Perpignan Radio. 
TUGS: 2x 200 h.p. launches assist with mooring. 
CRANES: 1 shore crane available only of 55 tons. 
SPECIALISED CARGO-HANDLING FACILITIES: 2 Roll-on/Roll-off 
nerths, 1 refrigerated warehouse 11,000 cu.m., and 1 warehouse of 
1,200 sq.m. with temperatures regulated at 10° centigrade. 
STEVEDORES: ETA to be given to Agent in order to arrange gangs 
ysual rate per day. 8 normal working hours). 200 tonnes per gang. 
MEDICAL: Perpignan Hospital (30 km. away). 
TANKERS: Berth for wine tankers with pipeline. 
DENSITY: Salt water. 
FRESH WATER: Supplied by Chambre de Commerce, Port-Vendres. 
FUEL: For small craft only, otherwise delivery by trucks. 
REPAIRS: Minor repairs only. 
DRY DOCK: 1 travelift for craft up to 150 tons. 
SURVEYORS: Available from Sete or Marseilles. 
OPENING/CLOSING HATCHES: Normally to be carried out by crew (or 
as per charter party if any). 
CARGO GEAR: Load/discharge effected by ship's gear. 
GANGWAY/DECK WATCHMEN: Recommended if loading dangerous 


cargo. 
CERTIFICATES: 

Load Line Certificate. 

International Tonnage Certificate. 

Derat Certificate. 
CUSTOMS ALLOWANCES: See “Calais”. 
AIRPORT: Perpignan Rivesaltes (30 km.) 
TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer. 
HOLIDAYS: As for whole France — cargo work can be arranged on 
those days as overtime. 
POLICE/AMBULANCE/FIRE: Tel. 17 or 68.82.00.60 or five long blasts. 
Officier du Port: 68.82.12.00. 
EMERGENCY CO-ORDINATION CENTRE: Crossmed Toulon. 
SERVICES: Workshop for small repairs, radio/radar repairs available, 
ship chandler for bonded stores, laundry. 
STORING: Vessels can be stored by truck only, which are able to 
proceed alongside the berth. Fork lift trucks available. Customs 
Regulations in force. 
SHORE LEAVE: Crew members are allowed ashore. 
IDENTIFICATION CARDS: Only Seaman's Book required. 
AUTHORITY: Service Maritime-Capitainerie du Port, 66660 Port 
Yendres. Tel: 68.82.12.00. 


PROPRIANO: Corsica, 41.40 N. 08.54 E. 


DOCUMENTS: 
3 Crew Lists. 
3 Passenger Lists. 
' Provisions List. 
Cargo List. 
' Ust of Articles (new and Customs-barred) in possession each crew 
‘ member — cameras, binoculars, radios, cigarettes, spirits, etc. 
my Health Declaration. 
OTAGE: Not compulsory. 
HORAGE: Outside port for cruise vessels. 
SOE: Draft 5 m.; length 160 m. (Ferry Berth). 
- (0: Within 50 miles call Ajaccio Radio VHF Channel 16. Then 
Tes” Over Channel 23 to telephone network. 
RE : None available. 
wth foe: 3 basins, depths 4.0 m., 6.0 m. and 3.7 m. New Marina 
Crane berths. Facilities include fresh water, electricity, telephone. 
Enns (12. tonne) available for lifting pleasure craft. 
ne Us also possible. 
te < RES: 24 hours accurate ETA necessary for ordering gangs. 
CARGO on Sundays and official holidays. 
re GEAR: Only a few nets and slings available; all other gear 
FRESH Warped by ship. Ship’s derricks used. 
rh ATER: Available at very slow pumping rate. 
REPA| vailable. Tel: 95.76.12.37. 
RS/CONSULS: None. 


(See Plan) 


FRANCE 


TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer. 
AIRPORT: Propriano Tavaria 6 km. Direct flights to Marseilles, Nice and 
Lyons in Summer. Daily connections Airport Campo del Oro/Ajaccio. 
POLICE/AMBULANCE/FIRE: Tel. Gendarmerie Propriano 95.76.00.17. 
AUTHORITY: Administration du Port de Propriano, Quai St. Erasme, 
Propriano. Tel: 95.76.10.40. Contact: Captain A. Duval, Port Captain. 


QUIMPER: 47.58 N. 04.07 W. 


LOCATION: Quimper Port is located 80 km. South of Brest, on the River 
Odet, downstream from the town of Quimper, 16 km. from the sea. 
DOCUMENTS: 

Crew List. 

Passenger List. 

Customs Documents. 

Port Health Documents. 

Manifest of Cargo. 

Stores on Board. 

Ship’s Papers. 

PILOTAGE: Compulsory for vessels over 50 m. LOA. Pilot Station at 
Concarneau — Odet, Tel: 98.50.89.03. Contact via Le Conquet Radio or 
St. Nazaire Radio. Pilot M. Pernes, Tel: 98.58.85.05 

If vessel’s ETA changes, telephone either the Agent or the Pilot at 
least 3 hours before arrival. 

The pilot boat is a small black launch, white bulwarks with anchor 
painted on bow of each side, white cabin at the stern, one mast. 

Only one Pilot on duty, but will meet ship at the time given in their 
ETA. Pilot boards either on the bearing 346° with Lighthouse of Benodet 
and du Coq in alignment, or on the bearing 000° with Lighthouses of 
Benodet and Combrit in alignment. Vessel should come as near as 
possible to the entrance, Vessels are anchored at the port entrance, or 
in the river, and await the tide, or proceed directly to the port. 

In case of bad weather, when the Pilot may not embark, vessel to 
follow the pilot launch on the bearing 346° up to Plage du Trez, where 
boarding is possible. Vessels at anchor awaiting Pilot should get under 
way to approach the pilot boat on the bearing 346° when they see the 
launch approaching. 

ANCHORAGE: Depths of 11 m. in position with the Taro Tower, bearing 
245°; distance 0.8 miles. 

Depths of 6 m. in position with the Point of Combrit bearing 000°; 
distance 0.5 miles. 

Depth of 9 m., bottom sand and mud, in Du Trez Anchorage at the 
mouth of the Odet. 

RESTRICTIONS: Vessels arriving at night must anchor outside the port 
entrance. It is dangerous to enter the river at night as there are no lights, 
and the channel is restricted by yachts at anchor. 

MAX. SIZE: At spring tides: length 80 m.; breadth 12 m.; draft 5.3 m. 
At neap tides: length 80 m.; breadth 12 m.; draft 3.40 m. 

RADIO: The Port Superintendent requires 24 hours notice of arrival. 
TUGS: No tugs available. 

BERTHING: At one quay there is 226 m. length for coasters. One quay 
of 120 m. length for discharging sand. No quay cranes, but cranes are 
available for hire. 

MEDICAL: Hospitals nearby. 

TANKERS: No facilities. 

FRESH WATER: 5 drinking-water hydrants situated on the quay, loading 
rate 12 t.p.h. 

FUEL: Can be supplied by various companies from tanker lorries. 
AIRPORT: Airport of Pluguffan situated 4 km. from the port. 2 regular 
daily flights to Paris. 

GARBAGE DISPOSAL: Not available. 

WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS: None. 

CURRENCY: French Franc. 

AUTHORITY: Conseil General, Direction des Activites Maritimes et des 
Transports, Subdivision Departmentale Maritime Sud, Quai Pors Moro, 
B.P. 124, 29120 Pont L'Abbe, France. Tel: 98.82.84.00. 
FAX: 98.82.84.29. Contact: Rolland Le Donge, Commandant du Port. 


ROCHEFORT SUR MER: 45.56 N. 00.57 W. 
(See Plan) 


For all general information refer to Tonnay-Charente. 
MAX. SIZE: Max. permissible length: 116 m; breadth: 16.5 m. (ships 
must pass through a lock of 18 m. width). 

Max. draft is 5.6 m. at Neap tides, 6.3 m. at Spring tides. 

Max. Size using Lock: LOA 100 m. Beam 16.5 m. Vessels enter 3 hours 
before to 3 hours after HW. 
BERTHING: Lock Quay: Open storage area 1,900 sq.m. 

South Quay: 2 berths, length 100m. and 250m. Public storage 
4,200 sq.m. and private storage 9,200 sq.m. 

West Quay: 2 berths, length 110m. each. Public open storage 
7,900 sq.m. 

Bachelar Quay: 2 berths, 110m. each. Public open storage 
2,500 sq.m., private warehouse 4,000sq.m. and public warehouse 
2,900 sq.m. 

CRANES: 15 ton electric crane on rails, 2x5 ton mobile cranes and 
2x10 ton mobile cranes. 
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POLICE/AMBULANCE/FIRE: Police 17; Ambulance 46.87.10.33. 
GARBAGE DISPOSAL: Possible. Consult agent. 
WASTE OIL DISPOSAL: Possible. Consult agent. 
SEAMAN’S CLUBS: Available at La Rochelle, 30 km. 
CURRENCY: French Franc (FFr). 
AUTHORITY: Direction de |l'Amenagement du Department de la 
Charante-Maritime B.P. 125, Avenue William Ponty, 17306 Rochefort- 
Sur-Mer Cedex. Tel: 46.99.44.93. FAX: 46.99.44.93. Contact: 
M. Verbieze, Harbour Master. 

Chambre de Commerce et d'Industrie de Rochefort, Corderie Royale, 


17306 Rochefort, France. Tel: 46.87.34.56. Telex: 791 171F. 
FAX: 46.99.13.28. 
ROSCOFF: 48.43 N. 03.59 W. (See Plan) 


PILOTAGE: Send ETA at least 24 hours in advance. Pilot and Harbour 
Master listen on VHF Channel 16, 0700 — 1100 hrs., 1300 — 2200 hrs. 
Pilotage compulsory for vessels over 150 n.r.t. 

Pilot boards 0.5 miles East of Astan Buoy. 

ANCHORAGE: Anchorage and laying-by can be carried out in an area 
sheltered from S.E. and N.W. winds, bounded on the East by the “Basse 
Bloscon” and on the West by the “Menk” and “Duons” Reefs. 

MAX. SIZE: 5,000 d.w.t. 

VHF: Pilot and tugs on VHF Channel 16 throughout 24 hours. 

Signal Station on the Isle of Batz: Tel: 98.61.76.06 or VHF Channels 
12 and 16. 

Signal Station at Brignogan: Tel: 98.83.50.84 or VHF Channel 16. 

Signal Station at Ploumanach: Tel: 98.23.21.50 or VHF Channel 16. 
BERTHING: Safely accessible pier 240 m. long with 7 m. of water at 
lowest tides. 

Quay 90 m. long with 3.5 m. of water at lowest tides. 

Quay 120 m. long with 5.0 m. of water at lowest tides. 

Storage warehouses (1,200 sq.m.). 

Weighbridge (50 tonnes). 

20 acres of parking facilities and other space. 

Cranes available on request. 

Electric power supply on all quays. 

With strong N.E. winds, conditions 
uncomfortable. 

Minimum depths as per ‘Plan’. Range of tide 9.6 m. maximum. 
Cargoes Handled: Car Ferries — Inward: Fish and shellfish, milk, china 
clay, meat and cattle, steel, machine parts, paper, etc. 

Car Ferries — Outward: Vegetables, fruit, meat, paper, machine parts, 
plastics, ship's stores, etc. 

Freighters — Inward: Sand and marine aggregates, ammonia sulphate, 
fertilisers, seed potatoes, shellfish, etc. 

Freighters — Outward: China clay, scrap iron. 

CRANES: Mobile cranes of 25 tonnes and 72 tonnes. 

FRESH WATER: Piped on to quays. 

FUEL: By road tanker. 

AIRPORT: Airport at Morlaix, 13 miles away. Airport at Brest, 35 miles 
away, flights to London and Paris. 

TELEPHONES: Payphones available at the Ro/Ro terminal. 
GARBAGE DISPOSAL: Galley rubbish is collected in dustbins on the 
quay or taken away directly by the Harbour Authority compacting skip, 
depending on the amount. This service is free of charge. Industrial 
rubbish must be collected in a special skip for which there is a charge 
ba FFr.500 per 10 cu.m. skip. Contact the Harbour Master for details in 
all cases. 

WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS: None. 

CURRENCY: French Franc (FFr.). 


in the harbour can be 


There is an automatic currency changing machine in the ferry terminal. 


SERVICES: Laundry available at Roscoff. 

Chandler at Brest. The Agent can arrange for small quantities to be 
delivered from the hypermarket at St. Pol de Leon, 2 miles. 
GENERAL: Customs are based at the Ro/Ro terminal. 

Daily car ferry service to Plymouth, weekly to Cork. Local train service. 
AUTHORITY: Chambre de Commerce et d’Industrie de Morlaix, B.P. 43, 
Port de Bloscon, 29682 Roscoff, France. Te/: 98.62.39.39. Telex: 
940696. FAX: 98.62.39.50. Contact: Jean-Pierre Addes, Port Manager. 
Roscoff Port Office. Tel: 98.61.27.85. Fax: 98.61.11.81. 

Roscoff Harbour Master. Tel: 98.61.27.84. FAX: 98.61.11.81. 
VHF: Channels 16 and 12. 


ROUEN: 49.28 N. 01.04 E. 


DOCUMENTS: 
Cargo Manifest or Manifest of Ballast. 
Certificate of Cargo Space. 
Bills of Lading. 
Ship's Register. 
6 Crew Lists. 
3 Passenger Lists. 
Health Declaration. 
Derat Certificate or Exemption. 
Declaration of Crew Personal Effects. 
laced of Insurance for Oil Pollution Damages (tankers over 2,000 
tons). 
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(See Plan) 


PILOTAGE: Vessels proceeding to the ports of Rouen and Honfley, 
met by Pilot on La Carosse Roads (Rade de La Carosse). Pilotag, 
compulsory between the mouth of the Seine and Rouen. Vesse, 
55 m. length and less can be exempt from the obligation for the 
sector of the river, and vessels of 45 m. and less for the upper 
on condition that such vessels be equipped with suitable radar, with, 
sets and able to speak French, and that they are not carrying d 
) ean Each vessel taking a Pilot for the downriver stage betwee, 
arosse Roads and Caudebec, or vice-versa, and a Pilot for the up, 
stage between Caudebec and Rouen, or vice-versa. 

The following signals should be made for summoning a Pilot 
Carosse Roads: By Day: flag “G” of the International Code of Sigg 
By Night: in morse by signalling lamp. Failing this, the vessel sho, 
hoist her national ensign at the foremasthead. 

The following additional signal can be made: 5 prolonged by 
(------ ) to call attention to Pilot. 

The radio station “Rouen-Pilot”, located in the radar tower at Honi 
keeps a permanent watch day and night on VHF Channels 16 ang; 
Masters are requested to call this station when arriving on the Roag 

Vessels leaving harbour or shifting berth should apply for a Pig, 

the Pilotage Office, 21 Avenue du Mont-Riboudet, Rouen (Tel: 35> 
68-50). 
Helmsman: Masters and Owners are advised that temporary om 
members including helmsmen for the river are available from » 
Boatmen Association of Rouen. In the case of an incoming ship, » 
should be requested by cable to Harbour Master at least 6 hours be» 
arrival in roads. 


ANCHORAGE: In the outer roads at La Carosse. 
One waiting berth on buoys at Villequier and one on dolphins; 
Vattevilie, for vessels going down the river and awaiting the tide. 


RESTRICTIONS: The height of water above chart datum at Le Hz» 
is broadcast by Honfleur VHF radar station on request. 


MAX. SIZE: Vessels over 280m. length have entered. Dy 
approximately 3.5 m. more than height of tide at Le Havre. Maxiny 
about 37 ft. Port accessible to vessels of 40,000 d.w.t. fully laden » 
110,000 d.w.t. partly laden. 


HEALTH: Pratique given by Customs Officers who board on arrive 
any case of suspected disease on board or any reason why vew 
should not receive Free Pratique, Master should radio Agent bely 
arrival, advising full details. 


RADIO: Vessels are obliged to give their ETA and draft in salt wate: 
least 5 hours before arrival to Rouen Information Centre via Brest-\ 
Conquet Radio or Boulogne Radio. The Port of Rouen Authority 
introduced a VHF network of frequency modulation for port new 
working on the following frequencies: Channel 16 (156.800 Mi 
international safety and watch frequency. A permanent watch: 
maintained on this frequency at the Information Centre of the Por 
Rouen. 

Channel 73 (156.675 MHz) compulsory frequency to be used by: 
ships, boats, ferries . . . in movement between the pilot boat station # 
Rouen. Call on Channel 73 in case of fire, injury, sickness, etc. ? 
hours). 

Channel 68 (156.425 MHz) upper part of river, Channel 15 (1567 

MHz) down part of river, secondary working frequencies. 
Special Process for Tankers and Vessels Carrying Dangerous Gow 
in Bulk: For oil tankers it is compulsory, before entering the 12 me 
limit, to have a VHF contact with Rouen-Pilot or with Rouen-Por, # 
to keep permanent VHF watch till the ship is back out of this limit 

Tankers over 250 m. length or 12 m. draft must wait for Pilot 7m 
from shore, others can come to La Carosse Roads, passing hall ™ 
South of Buoy LHA and remaining always South of a line marked! 
the buoys LHA and RN. 

They have obligation to announce every fault in engines, anchors 
windlass, steering gear, radar, mooring gear, and their Masters ™ 
sign an inquiry paper given by the Pilot when coming on board 


PORT RADAR: Two radar stations are located respectively at the & 
of Honfleur and on the right bank of the river 12 miles upstrea™’ 
Radicatel. 

Both stations are operated from Honfleur and work as navigall® 
aids between the first buoys of the channel and Aizier, from 2" 
after until 8 hours after low water Le Havre. ; 

To obtain information call on VHF Channel 16 (156.800 MHz) & 
(156.675 MHz). ‘ 

Information given by this radar, at ship's option, is considered 4° 
aid only and implies no responsibility either to the Port Authority © 
Agents in any subsequent recourse to such information, which is 9* 
free of charge. 


TUGS: Permanently available in the Port of Rouen. Tug assista%® 
the River Seine is available on request. 


MOORING: See “Notice”. 


BERTHING: The main Maritime Port of Rouen extends from” 
Guillaume le Conquerant Bridge as far as La Bouille over a disia™ 
11 miles. Quays and wharves cover the length of both banks d 
Seine. There are also 5 basins in direct connection with the river ¥" 
the interposition of any locks. 

On the Right Bank: St-Gervais Docks; on the Left Bank: the 1 
Dock, the Rouen-Quevilly Dock, the Floating Docks tidal basin," 
“Bassin aux Hydrocarbures” at Petit-Couronne. 

The extent of quayage in the Maritime Port is about 38,000 ft, ® 
the river docks 5,900 ft. P 

Between the downstream limits of the Port of Rouen and the s®! 
a number of maritime establishments serving local requiremens 
most important of these, all of them managed by the Port 
Rouen, being the petroleum terminal at Port Jerome and the 
St. Wandrille (2,000 ft.) and Radicatel (1,380 ft.). 


e rs: 2 berths at the Quai de |'Ouest (St.-Gervais Dock) with 
+425 ton crane. : : 
berths at Grand Couronne Moulineaux with 235 ton gantry cranes. 
One private berth at Radicatel Quay with a gantry crane. 
Roll-off: 4 berths in service of which 2 Roll-on/Roll-off berths at 
petit Couronne and Quai de Rouen — Quevilly able to load or unload 
woling heavy lifts up to 400 tons (max. draft: 10 m.) 
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Depth 
at low 
nook Quay Facilities Length water 
7 m. m. 
Sene Rive Droite Waiting berth 2,636 6.3/9.0 
Amont 
(RDA) 
Gervais Quai de 4 cranes 8t 411 9.0/9.5 
L'Ouest 1 crane 25t— 1 crane 35t 
(QW) : 
seine Rive Silo Skalli 1 unloading machine for hard 7.3 
oroite (Aval) corn 150 th. Grain shed 
capacity 32,000 t. 
Silo Levy 1 loading machine for grain 10.0 
in bulk 500 t/h. Grain shed 
capacity 30,000 t. 
Silo Soufflet 1 loading machine for grain 10.0 
in bulk 600 t/h. Grain shed 
capacity 170,000 t. 
Poste 13 Waiting berth max. length 9.0 
190 m. 
Poste 15 Waiting berth max. length 10.5 
280 m. 
Poste 19 Caustic soda max. length 7.0 
110 m. 
Silo Lecureur 1 loading machine for grain 9.5 
in bulk 1,000 t/h. Grain shed 
capacity 120,000 t. 
Poste 23 Waiting berth max. length 6.5 
120 m. 
Poste 25 Pipelines, vegetable oils, 6.5 
(CPA) molasses. 79,000 cu.m. 
specialised tanks. 
Poste 27 Same use as Poste 25. 8.2 
(CPA) 
Seine Rive Gauche Cruise vessel berth. 582 7.5/9.0 
Amont Waiting berth. 568 
(RGA) Open storage — Coal. 200 9.8 
Bassinaux  (Q.B.B.) 5 cranes 7.5t; 1 crane 8t 723 
Bois 2 cranes 25 t. 
Specialised newsprint. 6.0 
Sugar. 9.3 
Quai de la (Elie) Cranes for grain in bulk. 800 = 9.0/10.0 
Presqu'lle 2 cranes 1,200 t.p.h. 
Ele 2 cranes 800 t.p.h. 
1 crane 600 t.p.h. 
Grain shed capacity 
250,000 t. 
Bassin de (Q.R.Q.) 6 berths with unloading grain 1,610 10.5 
Rouen- Rive Nord 150 t.p.h. 
Qvevilly Specialised forest products. 
Rive Sud 4 cranes 8t — 2 cranes 7.5t. 
1 Ro-Ro ramp capacity 200 t. 
Seine Rive  Maprochim — Phosphoric acid — Capacity 7.0 
Gauche (Aval) Appontement 6,500 cu.m. 
(MPCA) 
Maprochim 2 gantry cranes 7t 220 9.5 
Quay (MPC) (phosphates). 
1 gantry crane 10t. 
1 pipeline sulphur. 
CPA 1 Phosphoric acid. 6.0 
Charvet 1 gantry crane 120 t.p.h. 5.3 
Domestic coal. 
AGQ Specialised liquified ammonia 9.5 
jas. 
CPA 2 Pipeline refined oil. 8.8 


CPA Quay Refined oil, phosphoric acid, 320 10.5 
chemical products. 

CPA3 Crude oil — gasoline (CPA 9.3 
storage capacity 

. 563,000 cu.m.). 

Simarex 2 loading machines for grain 9.5 
400 t.p.h. 
Grain shed capacity 
180,000 t. 

Poste 14 Waiting berth. 7 

Quai de Petit- 1 special gantry for loading 625 9. 

ronne bags. 

(QPC) 2 cranes 6 t — 2 cranes 35 t. 
1 crane 25 t. 
Specialised flour. 
1 ramp for Ro-Ro of 400 t. 


“ BJ 1 Refined products. 8.0 
BJ2 Refined products. 8.0 
BU3 Gas pipeline (Shell) 9.0 
NAJ Refined products. 11.0 
PAS Refined products. 8.0 
Quai de la 6 cranes 7.5t. 390 8.5 

Papeterie _ Fertiliser and wood. 
(QPAP) 
Quai Sogema 2 cranes 10 t at 48 m. 370 = 8.2/10.7 
(SGMA) 1 crane 15t at 42m. 
2 cranes 8t at 30 m. 
Specialised: Coal, all bulk 
; and bags. 
Quai Carue 2 cranes 25t. 400 11.0 
(Caru) Specialised: Solid bulk. 
Silo MRM 3 loading machines for grain 11.0 
3 1,000 t.p.h. 
Grain shed capacity 
385,000 t. 


FRANCE 
Depth 
at low 

Dock Quay Facilities Length water 
m. m. 
Appontement Oilseeds capacity 50,000 t. 9.5 
Comexol 
(GCVL) 
Jupiter Quai de 2 gantry cranes 30 t. 800 11.0 
Grand- 1 crane 35 t. 
Couronne/ 1 crane 25 t. 
Moulineaux 3 cranes 8 t. 
(QGCM) Specialised: Containers and 
Terminal general. 
Conteneurs et 1 crane on tyres 40 t. 
Marchandises 
Diverses 
(TCMD). 
Poste de Waiting berth. 11.0 
Moulineaux 
Attente 
(MLXA) 
Quai St.- (QSTW) 1 crane 8 t — Waiting berth. 645 9.5 
Wanarill Specialised: Coils (SLD). 
Quai de (RADI) 1 gantry crane for containers 420 10.0 
Radicatel (Bell Lines). 
Waiting berth. 
Quais de QSH 1 2 cranes 30 t. 122 9.0 
Honfleur QSH 2 2 cranes 7.5t. 122 9.0 
Miroline (Miro) All refined oil - Chemical 9.0 


products and fertiliser. 
Storage capacity 
480,000 cu.m. 


STEVEDORES: From Monday to Friday 24 hours working. 0600 hrs. — 
2200 hrs. (normal tariff) and 2200 hrs. — 0600 hrs. (overtime rates). 
Saturday at overtime rates. 
No work ist May, 25th December and 1st January. 


MEDICAL: All facilities available. Vaccination Certificates required if 
vessels coming from a North African port. Yellow fever inoculations 
required if vessel coming from South of parallel 30° N. 


TANKERS: Petit Couronne, Shell, 5 berths. One berth for vessels up 
to 250 m. length and 11 m. draft. CPA, 4 berths for refined oil (one with 
11.0 m. draft.) 

Port Jerome, Esso and Mobil Oil, 2 berths for vessels up to 11 m. 
draft (7 berths total). 

Honfleur, Miroline — 1 berth. 

Deballasting facilities available at all berths (Except CPA 3). 

Report: 1982. 

Petit Couronne (Butane/Propane): Max. LOA 170 m. Bollards 40 m. 
downstream from loading arm and 30 m. upstream from loading arm. 
Vessels berth with bow to seaward. Max. draft 28 ft. (8.5 m.). Height of 
manifold above waterline 10.0 m. Max. distance between edge and 
manifold of ship 4.9 m. There is no special connection for the gas phase. 
Diameter of discharge arm 6 in. (300 ASA). 

Report: 1985. 

Port Approaches: Tankers carrying dangerous cargo, when 
approaching River Seine Ports need to be aware of the heavy traffic. 
When sailing inside the French Territorial Waters, these vessels have 
to follow special French Regulations as mentioned in Sailing Directions. 
For example, navigation is forbidden inside a 7 mile limit off the French 
coast without Pilot, except for anchoring in emergency or in some 
dedicated places; no crossing of Antifer, Le Havre entrance channels 
permitted within this 7 mile limit or during a VLCCs transit, etc. 

In-Port: The Port Jerome berths’ main short-comings are: The strong 
tide currents and the passing ships’ effect when berthing/unberthing. 
VHF contact with Pilots of passing ships are very important as these 
can disturb the manoeuvre. 

When berthed, moorings have to be strictly and frequently checked; 
they must be maintained tight as passing ships’ effect is very significant, 
especially at LW. See “Notice” — “Special Regulation for tankers in Port 
Jerome”. 

Tidal Entry: The “River Seine Pilotage” issues a monthly 
recommended maximum draft for each HW for vessels proceeding to 
and sailing from River Seine ports. 

Water heights may be influenced by atmospheric (winds) and 
Hydrologic perturbations (flow of the river). 

Ships have to use the tide to enter the river taking into account ship's 
draft, tidal currents and the possibility to moor the tanker at Port Jerome 
starboard side to during the last hour of flood stream. Tide also to be 
used when leaving Port Jerome berths. 

Vessels may proceed by day or night. 

In consideration of all above conditions, Pilot will advise any 
modification of the permissible draft taking into account a 2 ft. underkeel 
clearance. 

Also see “Notices”. 

DENSITY: Except at Honfleur, all berths are in fresh water. 

FUEL: All grades available by barge. 

CONSULS: The following countries are represented in Rouen: Algeria, 

Belgium, Denmark, Finland, Germany, Greece, Ireland, Italy, Ivory 

Coast, Korea, Morocco, Netherlands, Norway, Poland, Portugal, Russia, 

Senegal, Spain, Sweden, Turkey and U.K. 

REPAIRS: All deck, engine and radio repairs can be effected. 

DRY DOCKS: One floating dock, length 180 m., 25 m. wide for vessels 

up to 14,000 tons. 

SURVEYORS: Bureau Veritas, Lloyd’s Register, Registro Italiano, 

Det Norske Veritas, A.B.S. and Germanischer Lloyd. 

WATCHMEN: Recommended to employ watchmen on board tankers 

and vessels handling dangerous cargo. 

HATCHES: Opening/closing hatches always performed by ship’s crew. 

AIRPORT: Nearest Rouen-Boos. Le Havre — Octeville, 80 km. away. 

Paris — Orly or Paris — Roissy, 120 km. away. 

Hansa GMT plus 1 hour in Winter. GMT plus 2 hours in Spring and 
ummer. 
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HOLIDAYS: No labour available on the following days; New Year (1st 
January); Easter Monday; Labour Day (1st May); 8th May; Ascension 
Day; Whit Monday; National Day (14th July); Assumption Day (15th 
August); All Saints’ Day (1st November); Armistice Day (11th 
November); Christmas Day (25th December). 
POLICE/FIRE/AMBULANCE: Police 17; Fire 18; Ambulance 15 or by 
VHF via Rouen-Port on Channel 73 (24 hours). Tel. 35.52.54.00. 
TELEPHONES: Can be connected on board at some berths. 
IDENTIFICATION CARDS: Crewmen going ashore should carry 
passport or identity card. 

GARBAGE DISPOSAL: It is compulsory for all ships to send their 
domestic waste ashore in plastic bags supplied by agents. Full sealed 
bags should be placed at the special places which are marked with a 
“Garbage” sign. 

WASTE OIL DISPOSAL: If vessel is alongside the tanker berth, 
hydrocarbon slops can be transferred to shore tank. 

Chemical waste and slops from vessels at other berths in the port are 
discharged into road tankers. For road tanker service contact Ortec 
Environnement. (Tel: 35.72.25.22 or Telex 180973 or Fax: 35.72.12.83) 
or VIAM (Tel: 35.73.76.06 or Telex 771359). 

SEAMAN’S CLUBS: International Seaman's Centre, 16 Rue Duguay 
Trouin, 76000 Rouen. Tel: 35.70.02.94. Facilities: Shop, international 
telephone, church services, postage facilities, money change, billiards, 
T.V. and bar. 

CURRENCY: French Franc. U.S.$1.00 = 5.80 Francs (March 1994). 
SHIP SUPPLY SERVICE: In case of emergency (sick crew members, 
exceptionally urgent stores) a liaison can be established by launch with 
a ship when passing off Port-Jerome or off Caudebec. 

NOTICES: 

Rules concerning the employment of tugs at Port-Jerome’s ESSO 
S.A.F. Terminal as from 1st June 1992: 

The rules apply, in normal manoeuvering, hydrological, meteorological 
and technical conditions in the area between the beacon downriver at 
Quillebeuf and the beacon upriver at Saint Leonard. 

These rules are a minimum to be respected. They do not exempt the 
Master from all additional measures in order to insure the safety of the 
operations. 

The tug expenses are for owner's account. 

1. Rules for the LPG-Carriers (berthing and unberthing): 

1.1. LOA under 80 m. with or without a bow thruster: No tugs. 

1.2. LOA from 80 m. to 100 m. 

1.2.1. With bow thruster: No tugs. 
1.2.2. Without bow thruster: 1 tug. 

. LOA over 100 m. with or without bow thruster: 1 tug. 

2. Rules for vessels other than LPG-Carriers: 

. LOA under 100 m. with or without bow thruster: No tugs required 
for berthing and unberthing. 

. LOA from 100 m. to 150 m. 
2.2.1. With bow thruster: No tug for berthing and unberthing. 
2.2.2. Without bow thruster: 1 tug for berthing and no tug for 

unberthing. 


2.3. LOA from 150 m. to 165 m. 
2.3.1. With bow thruster: 1 tug for berthing and no tug for 
unberthing. 
2.3.2. Without bow thruster: 1 tug for berthing and 1 tug for 
unberthing. 
2.4. LOA over 165 m. (Maximum 200 m.). 
2.4.1. With bow thruster: 1 tug for berthing and 1 tug for 
unberthing. 
2.4.2. Without bow thruster: 2 tugs for berthing and 1 tug for 
unberthing. 
2.4.3. With bow thruster and aft thruster: 1 tug for berthing, no 


tug for unberthing. 
Note: Advance notice of 5 hours is compulsory if additional tugs are 
required. 


Special Regulations for Tankers at Port Jerome (Esso S.A.F. Terminal): 


Mooring: Due to weather / tide conditions and river traffic it is compulsory 
for each ship to provide moorings as follows: 

L.O.A less 100 m. 2 head and 2 stern lines. 
2 breast lines, fore and aft. 
2 spring lines, fore and aft. 
3 head and 3 stern lines. 
2 breast lines, fore and aft. 
2 spring lines, fore and aft. 
3 head and 3 stern lines. 
3 breast lines, fore and aft. 
2 spring lines, fore and aft. 

Lines having same purpose must be of same material, 

All lines must be in good condition and kept tight at all times. 

To avoid slipping of lines remaining on drum, winches must be on brakes, 
out of gear and never in automatic function. 

Starboard side alongside is compulsory for ships of more than 110 m. 
length. Ships less than 110 m. length can be berthed port or starboard 
side alongside. 

Ship/Shore Access: Ship's gangway is compulsory but shore gangway 
can be used under ship's watch and Master's responsibility. 

Arm connection: Manifold to be ready for arm connection on arrival 
(one arm per product). No adapter available on terminal. 

Shore Flanges: 


L.O.A. Between 100 m. and 160 m. 


L.O.A. Between 160 m. and 210 m. 


Berth 3: 
Gas Liquid 6 in., Serial 300 ANSI Standard. 
Gas Return 4 in., Serial 150 ANSI Standard. 


: 12 in., Serial 150 ANSI Standard. 
Bunkering IF 380 6 in., Serial 150 ANS! Standard. 
Bunkering LDO 6 in., Serial 150 ANSI Standard. 


Berth 2 (Upstream and downstream): 
Petroleum Products 6 in., Serial 150 ANSI Standard. 
Bunkering LDO Self Service-Flexible Hose: 10 cu.m/hr. 
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Petroleum Products 


Berth 1 (Downstream): 
Petroleum Products 
Gas Liquid 
Gas Return 
Bunkering LDO 


Berth 1 (Upstream): 
Petroleum Products 


: 6in., Serial 150 ANSI Standard. 

: 6 in., Serial 300 ANS! Standard. 

: 2/in., Serial 300 ANSI Standard. 
Self Service-Flexible Hose: 10 cu.my 


6 in., Serial 150 ANSI Standard. 
Gas Liquid : 6in., Serial 300 ANSI Standard. 
Gas Return : 6in., Serial 300 ANSI Standard. 

If mooring regulations (above), which were agreed by Port of Ry, 
Authority, are not complied with, arms will not be connected and 
operations will be delayed or stopped and expenses will be to sy 
account until Port Jerome Regulations are complied with. 


Notice to Masters: 

General Instructions: Masters shall in all circumstances comply with®, 
Officer's orders either verbal, written, or given through the mediyn, 
Pilots and especially the orders regarding manoeuvring in the jp 
towage, berth, and mooring. 

Mooring: The attention of Masters is particularly drawn to the provigy 
contained in Section 6-01 of the Police Regulation in the Port of Roy 
and River Seine (issued June 26th 1974), which stipulates as follo, 

1. Vessels can moor either bow upstream or downstream, un 
particular orders are issued by the Port Officers. 

2. Vessels must moor with a sufficient number of bow and stern roe 
breast ropes and springs according to their deadweights. 

If possible each line must be fastened on a different fixed point 

3. The mooring must be homogeneous, this means that the ly 
having the same function must have the same mechanical qualities 

4. The lines must be in good condition. 

5. Keep a permanent watch upon the lines and their slack mus) 
ese at any time if necessary, and especially before the Spring 
low. 

According to the position of the berth and to meteorological condi, 
when the expected height of high water in Le Havre exceeds 750¢ 
(approx. tide coeff. 90), risk of bore exists. In this case moorings m 
be heaved tight one half hour before the expected time of local lowwa 
and ship's main engines must be available for immediate use. 

It is recommended that a Pilot be on board at this time. 

Further information may be obtained from either Pilots of Port Office 

6. According to the deadweight of their vessels, the situation off 
berths, the height of high water in Le Havre, Masters must take: 
necessary precautions as the tide is arriving. 

7. Vessels which, to make their berthing easier have dropped te 
anchor, must, unless contrary to Port Officer's orders, heave it up, ite 
are berthed in the basins. 

8. Vessels must have adequate fenders along the quay, the 
fenders must have a sufficient diameter to prevent the vessel bein 
direct contact with the quays and the cranes. 

9. A sufficient free space must exist near the hatch-coaming to ae 
easy access to the gangway. 

Gangway Ladders, Foot-Bridges Giving Access to Dry Land: Thet 
between shore and vessel must comply with the _ Internate 
Convention No. 32, signed in 1932 concerning the protection of pew 
working on board ships. 
Action in Case of Accident or Fire: Anyone discovering a fire, or see 
an accident, should immediately give the alarm: 
to the Harbour Master on VHF Channels 73 or 16, call sign ROUP 
Port). 
Measures to be Taken on Board Vessels: Fire-fighting will be unde’? 
direction of the Master, but the operating crews from shore, espect 
the fire-brigade, will be under the orders of their respective chiefs. 

The vessel's crew should be able to guide the assistants from si 
Plans of the ship, the cargo plan, and stowage of hazardous cag! 
board, should be available on their arrival. 

The Harbour Master can decide upon the shifting of the vessel’ 
that of neighbouring vessels. No decision such as scuttling, beac 
overloading to upset the stability, nor in general any action which®™ 
have an effect on the working of the port equipment, can be taken wit 
the consent of the Harbour Master. 

Oil tankers, or vessels loaded with dangerous cargoes, should att 
have a hanging wire tow-line each end ready to be hooked by a tug bet 
Cleanliness: In order to preserve the River Seine and our s¥ 
cleanliness please use plastic bags for your ship's domestic waslé 

Full bags closely fastened should be laid at the place marke’ 
“garbage” signal. These bags will be delivered on request to your Age 
Injury or Sickness On Board: \n case of serious injury, call the? 
brigade in the same way as in case of fire or the Rouen Port Sat 
(VHF Channel 73). p 

In case of sickness, a doctor can be obtained quickly by VHF Chanre 
Radio Communications: Masters of vessels are advised that they® 
get communications by radio-telephone with telephone subsomt 
ashore on metric wave-lengths (VHF). 

They must call: ‘ 

when below Tancarville — LE HAVRE-Radio direct on Channes’ 
28, 82 or 23 Semi-duplex; ; 
when above Tancarville - ROUEN-Radio direct on Channes* 
27 duplex or 21 Semi-duplex. 

Do not use Channel 16 for these communications. 

These radio communications are authorised when alongside bet 

Furthermore it is useful to keep watch on Channels 16 oF 13. 
HAVRE-Radio and ROUEN-Radio stations use Channels 16 of 73 
they call vessels. 

Notice to Masters of Vessels Proceeding to Le Havre and {0 Pot 
The attention of Masters of vessels bound to or from the 

Le Havre and Rouen is drawn to the regulations laid down in of 
No. 5 of the Marine Superintendant of the 1st District a o 
anchorage and navigation of vessels in the Le Havre roadstead 
June 18th 1991. 


one bore is the name given to the phenomenon caused by the 
wal of the tidal wave in the river at times of high tides. The current 
am , going from ebb to flow. 
Tha nse in water is then very rapid, and the level of the river can rise 
vm in less than 10 minutes. 
The greater the tidal coefficient and the lower the river flow, the greater 
menon. 

= lly, it starts to be felt in the Seine when the full tide height at 

e Havre reaches Or exceeds 7.6 m., i.e. for tidal coefficients equal to 
P than 90. 

“F is generally stronger when the coefficients are falling than when 
are rising, and it is greater in Summer than in Winter. : 
“ig also stronger when atmospheric pressure drops and West winds 

sroduce tidal heights greater than normal. : 

*'n Winter, the Seine is in flood, and the very considerable river flow 
attenuates considerably the effect of the bore. : 

On the other hand, in Summer the relatively low level of the river 
yours the rise in water, and the bore is then much stronger. 

The bore is experienced between Caudebec and downstream of the 
Port of Rouen. It then weakens by virtue of various structures in the 
ser and some basins. Upstream of the port, it is no longer present 
except for high tidal co-efficient. ; : 

2 Vessels berthed at quays or discharge/loading points are subject 
the effect of the bore all the more when they are heavy and loaded. 

Downstream of the port, vessels are wherever possible positioned 
wih their bows downstream. They can be assisted during the passage 
a the flood by a Seine Pilot and possibly tugs. 

The arrival of the bore is announced on VHF by the Rouen Port Station 
iving the time when it will pass La Bouille, which is the downstream 
imt of the Port of Rouen, and where a recorder is installed. It is then 
easy to forecast the time of its passage at different points in the port, 
ty knowing the time taken for the flood to go from La Bouille to different 
berths: 

Moulineaux Roulier: 4 minutes. 
MRM Silo: 8 minutes. 

Sogema Quay: 10 minutes. 
Petit-Couronne Quay: 15 minutes. 

Qouen Port Station now also announces the time the bore passes 
Duclair, when normally occurs 36 minutes before passing La Bouille. 

in principle, it occurs at the time of local low-tide, but according to 
creumstances, it can be advanced by almost half an hour over the 
theoretical expected time. 

3. During very high tides, the measures to be taken before the 

e of the flood are as follows: 

To be well berthed and tied up and to ensure opportunely that all lines 
are working in the same way. 

Take up the gangway. 

Stop handling operations in order to disengage cranes or gantries, or 
disconnect tankers. 

Have engines ready for manoeuvring (30 minutes before theoretical 
ime). Engines must be started up before the flood arrives and 
manoeuvred so as to counter the effect of the bore during its passage. 
Once the bore has passed, no risks exist. 

The Harbour Master's Office carries out continuous watch on VHF 
Channel 73, and can give at any time all information to vessels on the 
bore and its strength. 

DEVELOPMENTS: Dredging operations in order to accommodate 
vessels of 60,000 d.w.t. at Port Jerome and Honfleur. 


SHIPMASTER’S REPORT: June 1987 (Updated 1990). 

Port: Port Jerome. 

Anchorage: Vessel anchored in Rouen waiting area, just South of 
le Havre fairway in a depth of 12 — 13 fathoms. 

Documents: 

6 copies Crew List. 

2 copies Crew Declaration. 

2 copies Manifest (including bond, ship’s stores, currency, etc.). 

| copy Declaration of Health. 

2 copies Cargo Manifest. 

Customs Officers board after arrival. 

Pilotage: Pilot boards in the anchorage area from a high speed launch. 
Passage: Itis about 2.5 hours from the anchorage to Port Jerome berth, 
which is just beyond Tancarville Bridge. 

\nward transit is made from about 3 hours before to 3 hours after high 
water at Le Havre. Time of leaving the anchorage depends upon the 
vessel's draft. 

outward transit from Port Jerome is again from about 3 hours 
Sefore to 3 hours after high water at Le Havre. Time of leaving Port 
‘tome depends upon the draft of the vessel. 

maximum draft to Rouen is 11.5m. inwards and 10.0 m. 
outwards. 
were: Tugs not used for berthing. Vessel berthed starboard side to 
fn rong No. 1 to load ethylene. Vessel used starboard anchor to swing 

Moorings were made up of 2 head/stern line, 2 breast lines and 2 
nes forward and aft. It is advisable to use long lines as the rise and 

'S at 4.5 m. Fendering consists of large wooden buttresses with 
*otruding bolts. 
te. gangway constantly on the move due to tidal range and has 
Constantly shifted. 
= Lee and vapour arms connected. Ship's reducer required 
Heer Baveyor attended. 
x was placed onboard which regulates the loading valve 
whe base of the Chicksan arm. ig 
Gn € of loading is about 90 t.p.h. with 1 shore pump. A second pump 
Used on the line to increase the rate to 120 t.p.h. 
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If necessary, the rate can be reduced to 20t.p.h. Cargo can be 
stopped in about 12 seconds. 

A dead man arm is incorporated in the control box. This stops cargo 
loading if it is not pressed every 12 minutes. 

The manifold temperature during loading was -—93°C. Two 
compressors were run returning vapour ashore throughout loading. The 
temperature on completion of loading was approximately —98°C after 
which one plant was put on internal cooling with one compressor still 
running ashore. This was maintained for 9 hours until temperature 
reached —101°C. 

The terminal personnel were generally very helpful. If required, they 
would backload liquid after the vapour return but the initial plug would 
be hot after sitting in the line. 

General: All services are provided from Le Havre. 


AUTHORITY: Port Autonome de Rouen, Capitainerie du Port, 
34 Boulevard de Boisguilbert, B.P. 4075, 76022 Rouen Cedex. 
Tel: 35.52.54.00. Telex: 770865 Capipor. Cables: Poronom-Rouen. 
FAX: 35.52.54.02. Contact: R. Fossaert, Le Commandant du Port. 


ST. LOUIS DU RHONE: 43.23 N. 04.48 E. 


DOCUMENTS: 

1 Cargo Manifest or Manifest in Ballast. 

Ship's Register. 
Bills of Lading. 

6 Crew Lists (8 if Spanish or Russian or ships bound to these 
countries). 

3 Passenger Lists. 

Health Declarations. 
Derat Certificate. 

3 Bunker Supply forms. 

1 Declaration of Crew Personal Effects. If on inspection articles or 
quantities not in conformity or in excess, Master held responsible, 
articles removed and heavy fines imposed. 

PILOTAGE: Compulsory for vessels exceeding 70 m. LOA (50 m. for 
tankers). Contact Pilots by Marseilles Radio or by VHF Channel 12 for 
calling Fos Port Control. Pilot boards off Lavera wert G 

River Pilot required by vessels loading salt in the Rhone river, boards 
at the locks entrance to Port St. Louis basin off Lavera Buoy. 
ANCHORAGE: Suitable anchorage outside Port St. Louis keeping well 
clear of Fos channel. 

RESTRICTIONS: The St. Louis Canal is 3,300 m. long and 63 m. wide, 
with a depth of 26 ft. 6 in. The lock has a length of 135 m., width 22 m., 
and depth 18 ft. Max. ship size: Length 95 m., beam 16 m. 

No entrance allowed between 2100 hrs. and 0500 hrs. except in 
emergency, although entrance may be effected up to 2400 hrs. if ordered 
before 2100 hrs. 

Entrance may be delayed when large tankers are proceeding in the 
Fos Channel. 

HEALTH: Pratique given by Customs officers who board on arrival. 
RADIO: Within 150 miles use Marseilles Radio FFM, otherwise St. Lys FFL. 
TUGS: Two tugs available of 1,060 h.p. Ship's lines are normally used. 


(See Plan) 


BERTHING: 
Quays No. of Berths Draft 
Quai Ouest 3 6.00 m. 
Quai Nord 2 6.00 m. 
Quai East 3 5.20 m. 
Quai Hardon 1 5.50 m. 
Quai de la Suisse 3 7.92 m. 
Quai Charles 1 7.92 m. 


CRANES: Also see teeeelalg 

Quay cranes: 5x6 tonnes (Quay de la Suisse). One private crane at 
heavy lift berth, capacity 544 tonnes. 

Floating crane: Marseilles Port Authority operate a floating derrick, 
capacity 500-600 tonnes. 

Front Loaders: 130 tonnes for containers. 

SPECIAL CARGO FACILITIES: 


Max. 
Company Berth Length draft Remarks 
No. (m.) (m.) 

C.R.E.A. 924 100 4.5 2 berths — Military, 
refined products. 

Frahuil 925 80 6.7 Capacity 17,550 tons. 
Refined products. 

Medistock 919 100 6.5 Natural Gas — Loading 
and discharging. Berth 
also used by Medistock. 

Sedipa 921 100 4.0 Public berth, storage 
capacity 9,000 tonnes. 
(Chemicals, vegetable 
and animal oils). (Not in 
use.) 

Soterm 923 150 7.0 Private berth (destroyed 
1982) used by Soterm, 
Mazout and Deleup. 
Storage Capacity (still 
available): Mazout 
150,000 tons. Deleup 
and Soterm 30,000 tons. 

Gedemer (H.G.D.) 916 100 6.7 Private berth. Storage 


Capacity: 5,000 tonnes. 
(Liquid tar). 
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Max. 
Basin Berth Length draft Remarks 
No. (m.) (m.) 
Port St. Louis/Rhone 904 110 5.2 Ro-Ro 
909 130 6.0 Ro-Ro 
Tellines 951 130 7.92 Ro-Ro. 
8 952 147 7.92 — 
954 147 7.92 Ro-Ro, heavy lifts. 
(4 ton/sq.m. — 
6 ton/sq.m.). 
if 953 160 7.92 Heavy lifts (4 ton/sq.m.). 


Private crane, 544 

tonnes capacity and Port 

Authority floating derrick 

500/600 tonnes capacity, 

located at this berth. 
STEVEDORES: Working Hours: 0600 — 1300, 1300 — 2000, 2000 — 
0300, 0830 — 1200 and 1330 — 1700. 

Saturday afternoon, Sunday and Holidays at overtime rates. 
FRESH WATER: Available from hydrants on the quays at a rate of 
10 t.p.h. 

FUEL: Available only by barge or railcar. 

AIRPORT: Marseille-Provence Airport distant 70 km. 

AUTHORITY: Port Autonome de Marseille, 23 Place de la Joliette, 
13002 Marseille, France. Tel: 91.39.40.00. Telex: 440746. FAX: 
91.39.45.00. Contact: Mr. Perdrizet, Port Director. Captain Alexandre, 
Harbour Master. Captain Balsen, Harbour Master — Western Area. 
Mr. Mahe, Operations Director — Western Area. 


ST. MALO: 48.38 N. 02.02 W. (See Plan) 


PORT LIMITS: A vessel is considered to have arrived within the Port 
limits, when it is within a radius of 3 miles to the North of the Grand 
Jardin lighthouse. 

DOCUMENTS: 

Ship's Register. 

Store List in duplicate (ship's stores). 

2 Crew Declarations of Bonded Stores. 

Health Declaration. 

Manifests and B/Ls. 

3 Crew Lists. 

3 Passenger Lists. 

One Security Form (Inwards Declaration) with vessel's details to be 
handed to Port Captaincy when passing through the lock. 
PILOTAGE: Compulsory for vessels over 45 m. LOA and over 150 n.r.t.. 

(1) During tidal hours, 2.5 hours before and after high water, vessels 
may enter into direct contact with the Pilots on VHF Channel 12. Call 
Sign “Pilot — St. Malo”. 

(2) Outside tidal hours and during working hours, vessels may call 
the Port Office on VHF Channel 12. Call sign “Port Control — St. Malo”. 

When waiting for the Pilot, vessels anchor near the “Shore Buoy” and 
report their arrival to the Port Office. 

In good weather, the Pilot boards near the “Shore-buoy”. In bad 
weather when the wind is from N.E. or N.W. the Pilot may guide the 
vessel as far as Dinard Roads, where the Pilot will come aboard. 

Pilot Cutters: One cutter (“Nepture” — length 13 m., speed 9 knots) fitted 
with radar, relief cutter (“‘Pilote Vayva” — length 10 m., speed 18 knots) 
both fitted with radio-telephone and VHF Channels 6, 12, 14, 16, 24 and 


25; 

ANCHORAGE: Large vessels with draft greater than 13 m. anchor by 
the land-buoy. Smaller vessels may anchor in St. Malo Roads, there is 
sufficient swinging room for vessels with draft of 7 m. It is recommended 
to use a Pilot to come into this anchorage. 

RESTRICTIONS: Vessels are allowed to enter from 2.5 hours before to 
2.5 hours after high water. To be certain of mooring, vessels should 
arrive at the lock (Naye Lock: Length 150 m., width 25 m.) at least 1 hour 
after high water. 

Depth available 20 ft. to 22 ft. at Spring tides for the Bouvet and 
Duguay Trouin Basins. 

No movements during foggy weather. Large vessels (length greater 
than 100m.) approach the lock at high-tide. Tankers lock in by 
themselves (no other vessel allowed in the same lock) in daytime only. 
Movements are carried out day and night. 

Vessels with hazardous cargo and large vessels (more than 135 m. 
LOA) enter in daytime only. 

MAX. SIZE: The height of the tide, the length of the lock and width of 
the channel must be taken into account. 
Cargo Vessels: 

(a) Overall length 150 m., beam 20 m. or 

(b) Overall length 135 m., beam 21.5 m. 

Max. Draft: Spring tides 9 m. Neap Tides: Equal to the depth of water 
in the access channel according to the tide (height of water above zero 
of French charts) at the time when the vessel passes through the access 
channel to the lock (normally 8.5 m.), 2 tugs required. 

Characteristics of the Channels: Permissible dimensions for vessels: 

St. Malo Channel linking the Vauban Docks to Duguay Trouin and St. 
Servan Channel linking the Vauban Docks to Bouvet. Length 120 m., 
breadth 16.5 m. Depth in the docks 5 m. (sill of the channels: 5 m.) 

Jacques Cartier Channel linking the Vauban Docks to Jacques Cartier. 
length 150 m., breadth 21 m. — at the moment — depth of the docks 3 m. 
Tankers: Length 147.50 m. (443 ft.), beam 20m. (65.6 ft.), draft see 
ae Vessels” above. 2 tugs required if vessel not fitted with bow- 
thruster. 

HEALTH: Customs Officers are appointed as Health Officers and deliver 
Pratique. In case of suspect disease, Masters must declare it at once 
by radio to their Agents who will contact authorities. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engy 


RADIO: Vessels coming from West use Brest le Conquest Radi, 
letters FFU. Vessels coming from North should go through Bou, 
Radio, call FFB. 
Arrival Advice: The requirements on arrival of large vessels Muy 
given to the Port Captaincy 8 days in advance. : 
For vessels with a length less than 100 m., 48 hours notice my. 
given. : 
The precise ETA mst be sent 24 hours before arrival in the Roa 
VHF: 


(a) Port Office: Channels 12 and 16, 24 hours 
(b) Pilot: Channels 6, 12 and 16, when awaiting a vessel. 
(c) Tugs: Channels 6, 12 and 16, at the time of high tide. 

(d) St. Nazaire Radio: Channels 1 or 2, for telegry 

communications. 

Vessels call Pilot and tugs on 12 or 16 and change to Channels; 
8 for working. 

TUGS: 3 tugs are available at St. Malo (1,500, 650 and 650 h.p)). 
joins vessel at the end of breakwater. Ship's lines are usually uses 

Towing is obligatory on entering or leaving the docks for vessels yw 
have a length greater than 80 m., as well as for oil tankers and veg. 
carrying hazardous cargo whatever their size. 

BERTHING: 1 Ro/Ro berth outside lock for car ferries. 
Duguay Trouin Dock: Length 2,000 (commercial), 2 Ro/Ro ramps) 
vessels less than 120 m. (Berths No. 6 and 7). 

1 wine store house (Berth No.13). 

1 berth for molasses (Berth No. 1). 

1 grain silo (Berth No. 10) 6,000 tons. 

Vauban Docks: St. Louis Quay: 360 m. — marina: 700 berths. 

Corsaires Quay: 385 m. comprising: 

1 continuous discharging apparatus for phosphates. 

2 discharge points for molasses. 

1 discharge point for hydrocarbons. 

1 discharge point for phosphoric acid — (1,000 t.p.h.). 

2 cranes on rails — 12 tons at 14 m. 

1 dry dock: 120 m. x 15.5 m. 

1 Ro/Ro ramp: In the North part of the Corsaires Quay. 
Bouvet Dock: 641 m. for commercial trade. 

260 m. for discharging fish. 

850 m. for activities connected with fishing. 

1 slipway — for vessels less than 500 tons. 

1 slipway for yachts. 

Jacques Cartier Dock: Length 300 m., comprising: 

1 dockyard (ACM). 

2 electrical cranes of 24 tons. 

Numerous sheds — vats for molasses and acid (6,000 cu.m.) 

The installations of this quay will be clarified in due course. 2 crae 
on rails are envisaged. 

Grain Silos: 1 of 6,000 tons capacity with loading possibilities : 
130 t.p.h. and 2 of 6,500 tons capacity each with loading possibile 
about 100 t.p.h. each are situated in Bassin “Duguay Trouin”. 
CRANES: 8 mobile cranes, 5 — 12 tons and 9 electric cranes (on rat 
8 — 24 tons. 

STEVEDORES: In order to have workers ready on arrival, Masters # 
kindly requested to give as accurate as possible ETA the day bet 
arrival, especially if there are many ships discharging at same time 

Normal working hours 0800 — 1200 hrs., 1200 — 1800 hrs. and 2) 
— 2400 hrs. from Monday to Saturday, except holidays. There is none 
overtime. Dispensations may be made to finish a vessel so that 
may catch the tide. 

MEDICAL: Notice is required to obtain an appointment with doctos: 
dentists. Hospital is available in St. Malo. 

TANKERS: Tanker quay, extension of Quai des Corsaires, ley 
130 m. Diameter of discharge pipe 200 mm., one mobile arm, ves? 
to supply reducers. Max. discharge rate, 650 cu.m./hour. 

No deballasting facilities. Tankers wishing to effect repairs must les 
port and wash out their tanks and obtain a gas-free certificate. 

On completion of operations tankers must leave on the next tide!’ 
second tanker is waiting to berth she must wait in the roads. 

Safety instructions are issued when the vessel passes through" 

locks. 
BERTH ALLOCATION: Dependent upon goods to be discharged # 
characteristics of vessel. Bearing in mind the widths of the chann 
their depth and dimensions at the foot of the quays, the height o!® 
dock which varies on average between 11 m. and 12.5 m. 

The largest vessels tie up at Quai des Corsaires. 

It is recommended that an advance notice be sent via Agents (0 
Port Office 15 days prior to arrival, so that the vessel may be rece”* 
under the best possible conditions. 

BRIDGES: 3 bridges can be passed during tide vacation, othew® 
notice required to open. 

DENSITY: Average density is 1022. ; 
FRESH WATER: Can be delivered from quay. Rate 3 t.p.h. — 10! 
FUEL: Bunkers delivered at St. Malo (with notice varying, 

on the Company — Shell 2 days, Esso 1 week, etc.) come from Dow 
by road lorries and cost of haulage is supported by the ship (expens* 
D.O. can be obtained from local suppliers but out of contract. 
FIRE PRECAUTIONS: Usual non-smoking precautions (a watch’ 
compulsory for tankers). In case of fire call Port Captain on VHF Cha 
12 


CONSULS: 

Netherlands (16-99) 56.07.21. 

Denmark (Vice-consul) (16-99) 56.07.21. 

Norway (16-99) 56.07.21. 

Finland (Vice-consul) (16-99) 56.31.57. : 
REPAIRS: Deck and engine repairs can be carried out by shipy#*" 
workshops. Electricians are also available. RAMAC Agency can 1 
radars and radios, also Radio-Ocean agency. 

DRY DOCKS: One dry dock. Max. length admissible 120 m., De® 
16.0 m. and draft 8.0m. One slipway, 500 tons. Length admis 
45 m., breadth 9 m. With sufficient notice. 


mn 


orwruwui< Bw 


Ss ae 


ganawAY/DECK WATCHMEN: Watchmen are not compulsory 
nkers. 
80 NGCLOSING HATCHES: This work is normally carried out by 
pt Sjevedores’ cranes may help for the beams, but dockers will not 
we PICATES: As_ per International Safety 
oer ecates, Load line, Radio, etc. } 
- t All vessels entering the port must be up to date with safety 
tes as required by international conventions. An attestation must 
. in by the Master when he passes through the lock. 
a TOMS ALLOWANCES: 200 cigarettes, or 200 grams of tobacco, 
ind 1 bottle of spirit per crew member. ; 
gePATRIATION: Can be effected from St. Malo by train or plane. 
AIRPORT: Pleutuit/Dinard Airport 10 km. from port. Wintertime, services 
w Jersey (C.I.), with onward flights to England and Wales. Summertime, 
<everal times per day to Jersey, London, and to Paris except week- 


te: Local time is GMT plus 1 hour. From April till September GMT 
2 hours. ETA messages must specify GMT or Summer Time. 
4OLIDAYS: French legal holidays. Stevedores do not work on Sundays 


Conventions, all 


or public holidays. : 
POLICE/AMBULANCE/FIRE: Police, 40.85.80 and 17; Ambulance and 
eye, 18. Port Captaincy, Tel: 56.23.86, or VHF Channel 12. 


TELEPHONES: None. . ' : 
SERVICES: Compass adjusting, radar or radio repairs can be carried 


{HORE LEAVE: Crew members are allowed ashore. } 
DENTIFICATION CARDS: Crew members must have an identification 
card or their Seaman's Book when going ashore. 

DELAYS: Berthing delay will only be due to tide. For loading or 
gscharging, it depends what kind of cargo is handled. 

deadlines: All vessels must leave the quay once unloading has 
‘eminated. They may be towed away to another waiting berth — if need 


"Vessels are admitted to port as soon as their berth is vacant, and 
yoviding nautical conditions permit. 

Time limits for loading or unloading depend on the quantity of the 
nature of the goods. There is no special rule governing purely port 
operations. 

tis rare for vessels to wait in the roads. 

Special Cases: Vessels are not authorised to enter or to leave the port 
n fog. 

_ starting at force 8 — Pilots cannot embark, nor disembark 
om vessels, without danger. 

With strong N.W. winds (8 to 9) the port may be ordered to be closed 
‘ prevent damage to the lock gates and to structures (bridges). 
AUTHORITY: L'Ingenieur Charge de |’Arrondissement de Saint Malo, 
Rue de la Crosse, 35400 St. Malo. Tel: 56.55.45. Telex: Dde-Atm- 
950-197 F. Contact: J. Lannou, Port Commandant, Ecluse du Naye, 
35400 St.Malo. Te/: 81.62.86. 


SETE: 43.24 N. 03.42 E. (See Plan) 


PORT LIMITS: The seaward boundaries of the Port within which a 
vessel is considered to be an “Arrived Vessel” are indicated as follows: 
To the South by a line with the red light of Eastward end of breakwater 
searing 257°; to the East by a line with the church tower of Frontignan 
Searing 005°; to the North by coastline. 

Asecond zone is a circle of 1 mile radius centered on a point located 
on the bearing 310° and at 2.8 nautical miles from Eastward end (Red 
Ught) of breakwater. This zone is connected from a landing buoy 
Lal. 43° 14.9' N., Long. 03° 53.7’ E.) by a channel 1 nautical mile wide 
Sieering 326°. This channel is compulsory for tankers and chemical 
weing who must report to French Navy (Toulon) before entering or 
DOCUMENTS: 

Cargo Manifest or Manifest of Ballast. 

mtificate of Cargo Space. 
Bills of Lading. 
ip’s Register. 

3 Crew Lists. 

4 Passenger Lists. 

Health Declaration, eventually vaccination list. 

Derat Certificate or Exemption. 

Declaration of Crew Personal Effects. 

Provision Lists. 
dere Certificate — National Certificate of Insurance for Oil Pollution 
Pore for tankers and “Fitness Certificate” for chemical carriers. 
2hoy AGE: Request pilot on VHF Channel 12 by calling “Sete Pilot” 
% thes before arrival at the Fairway Buoy, if the vessel has to navigate 
' traffic lane, or in the roads, 3 miles from the breakwater. 
2 a maintain a permanent service and keep watch on VHF Channel 
8l: 67.74.34.06. Fax: 67.74.89.95. 
P netboats are motor launches with black hull, white band and anchors 
break at bow. Pilot boards vessel between 6 miles and 1 mile from 
torn In bad weather, the vessel has to follow the pilot boat, and 
nthe boards in the shelter of I'Epi Delon (Eastern entrance). The pilot 
€s which side the pilot ladder has to be rigged. 
vessels are invited to send as soon as possible by telephone, fax or 
on €ssel's name (also previous name if present name for less than 
“gl ETA, length overall, draft, special manoeuvring facilities or 
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ANCHORAGE: In roads from 0.5 miles to 3 miles South of breakwater, 
included in the compulsory pilotage area (limited by a circle of 6 miles 
radius centered on Epi Delon’s East end). 


RESTRICTIONS: Commercial Harbour: |n the Canal Maritime, length 
max. 145 m., breadth 20 m., draft 7.0 m. (23 ft.). 
Bassin a Petrole — see “Berthing”. 


MAX. SIZE: C.B.M.: Tankers up to 100,000 d.w.t., lightened draft 
13.1 m. (43 ft.). 
Bassin a Petrole: New Tanker Berth (P2) — 35,000 d.w.t., length 
225 m., draft 11 m. (36 ft.) P1 — length 140 m., draft 33 ft. P3 — Barges. 
Darse No. 2 for ore carriers 225 m. length; 13.18 m. draft (43 ft. 2 in.) 
Commercial Harbour up to 11.0 m. draft (36 ft.). 
Commercial Harbour in the Canal Maritime: max. length 140 m.; 
breadth 20 m., draft 6.85 m. (22 ft. 6 in.). 


HEALTH: Pratique given by Health Officers or by Custom’s Officers who 
board on arrival. If any case of suspected disease on board or any 
reason why vessel should not receive Free Pratique, Master should radio 
Agent before arrival, advising full details. 

RADIO: Marseille Radio VHF Channel 19. Sete Port Traffic on VHF 
Channel 12. Port Authority Telex No. 480220. 

TUGS: 3 tugs (21,200 h.p. and 12,200 h.p.) to be ordered from 
Compagnie Setoise de Remorguage. Tel: 67.74.64.49 or VHF Channel 
12. Tow line to be furnished by ships. Vessels taken in tow near the 
breakwaters on the North side. 


BERTHING: 
Bassin du Midi: 
North Quay: Berths No. 16, 17, 18, 19 and 20 
Draft 6.50 m. (21 ft. 04 in.) 
Cranes: 4 Fives Lille, 7.5 tons at 22 m. with 
scoop and hook. 
All berths: Ore. 
South Quay: Berth No. 14 Draft 7m. 


15 Draft 6.10 m. Ro/Ro 
Cranes: 2 Fives Lille, 7.5 tons at 22 m. 
All berths: Livestock and general cargo. 
Canal Maritime: 
Quai Paul Riquet: Berth No. 10 Draft 5.50 m. 
11 Draft 6.40 m. 
12 Draft 6.40 m. 
13 Draft 6.10 m. 
All berths: Wine and general cargo. 
Cranes: Nil. 
Berth No. 24 Draft 3.70 m. 
25 Draft 4.60 m. 
26 Draft 4.10 m. 
Berths No. 25 and 26: Wine. 
Cranes: Nil. 
Berth No. 27 Draft 5.80 m. 
28 Draft 5.20 m. 
29 Draft 5.20 m. 
All berths: Wine. 
Cranes: Nil. 
Berth No. 


Quai Vauban: 


Quai Francois Maillol: 


Draft 5.50 m. 
Draft 5.50 m. 
Draft 5.50 m. 
Draft 5.00 m. 
Draft 4.60 m. 


Quai d'Orient: 


Anowon 


Restriction: 

Berths No. 5 and 6: Breadth = 15m. 
All berths: Wine and general cargo. 
Cranes: Nil. 

Berth No. 30A_ Draft 5.20 m. 

30B_ Draft 4.30 m. 
All berths: Wine. 
Berths No. 31 and 32 — Tugs. 
Berth No. 33 — Fishing repairs. 
Cranes: Nil. 
Berth No. 34 Draft 8.20 m. 

35 Draft 8.20 m. 

36 Draft 8.20 m. 
All berths: Wine. 
Passenger Quay: 
Length 200 m., draft 8.20 m. 
For example: German m.v. Europa. 
Berth No. 37 Draft 7.60 m. 

(Ro/Ro) Length 130 m. 
Passengers and wine. 
Line: Morocco. 
Max. Length: 170 m. 
Berth B1_ Draft 8.25 m. 

B2 Draft 8.25 m. Ro/Ro 
B1 and B2: Passengers 
General cargo. 
B2 Ro/Ro Gare Maritime Orsetti. 
Line: Baleares (Spring and Summer). 
Cranes: 1 Fives Lille, 6 tons at 22 m. 
Berths: D1 Draft 8.55 m. 
D2 Draft 8.55 m. 
D3 Draft 8.25 m. Length 152 m. 
Ro/Ro. 

All berths: General cargo. 
Cranes: 4 Caillard 6 tons at 22 m. 
Cereals 

1 berth on 180 m. of quay. 

Draft: 10.36 m. 

1 loading gantry of a capacity of 550 t.p.h. 

2 storage silos of 22,000 tons capacity. 

(annual 100,000 tonnes). 


Quai de la 
Republique: 


Quai d'Alger 
(Algier Quay): 


Quai du Maroc 
(Morocco Quay): 


Bassin Orsetti: 


Mole Masselin: 
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Dock No. 1 or 
Colbert Dock: 


Berth E3_ Draft 10.40 m. 
E2 Draft 10.40 m. 
E1 Draft 11.00 m. 
All berths: Containers — general cargo. 
Wood pulp and sawn timbers. 
Cranes: 2 Caillard, 9 tons at 19 m. 
1 container gantry crane 35 tons at 35 m. 
1 Peiner multi-use crane, 35 tons at 35 m., 
40 tons at 28 m., spreader for 20 ft. and 40 ft. 
containers. 
Berth G1 Draft 7.50 m. Ro/Ro. 
G2 Draft 11.00 m. 
G3 Draft 11.00 m. Ro/Ro. 
All berths: Sawn timbers — logs and general 
cargo. 
Cranes: 2 Callaird and 2 Peiner 
7.5 tons at 22 m.; 8 tons at 30 m. 
Dock No. 2 or New Dock: Berth H2_ Draft 13.18 m. Ro/Ro. 
No crane. 
Berth I3_ Draft 13.18 m. Ro/Ro. 
Named berth for all ponderous bulk cargoes. 
Max. length 260 m. (Panamax). 
Cranes: 1 Delattre Levivier 20 tons at 44 m., 
2 Peiner 12 tons at 30 m. — all with scoop 
and hook. 

Also see “Developments”. 

BRIDGES: To proceed to or leave, the Bassin du Midi bridges have to 
be opened. Request to be made to Capitainerie du Port 
(Tel: 67.46.34.97/67.46.00.81) before 1700 hrs. Friday, when arrival or 
departure is expected during weekends. 

TANKERS: Frontignan Sea Line Terminal North Berth (C.B.M.) 1 berth 
for tankers up to 100,000 d.w.t. lightened draft 13.1 m. (43 ft.). 2x12 in. 
hoses for crude oil discharge. Submarine pipeline 28 in. diameter. 

Commercial Port: 1 berth (P2) for tankers up to 40,000 d.w.t. draft 
11 m. (36 ft.). 3 loading/unloading arms for refined products, 1 unloading 
arm for methanol and 1 unloading arm for slops and dirty ballast. 1 old 
berth (P1) for tankers up to 140 m. length or 10,000 d.w.t., draft 10.1 m. 
(33 ft.) for handling oil, alcohol, molasses and coal tar. Slop disposal 
facilities available up to 1,000 cu.m.p.h. Also see “Max. Size”. 
Shipmaster’s Report: March 1985. 

Berth: Vessel berthed at C.B.M. berth which is a multiple buoy mooring 
just outside the East Harbour Entrance in position: Lat. 43° 24.3’ N., 
Long. 03° 44.6' E. 

Pilot boards just S.E. of the yellow light buoy (Lat. 43° 22.2'N., 
Long. 03° 46.8’ E.), together with Mobil Representative, Cargo Surveyor 
and a mooring gang of 7 men. At the same time, 3 slings of equipment 
are placed on board on the port side, including chain stoppers for 
mooring aft and discharge monitoring equipment. 

One tug is used, through the centre lead aft; using ship's lines (2). 
Vessel approaches the berth on course of approximately 030°; ship's 
log was used for assessment of ship's speed, the Pilot preferring to drop 
the first anchor at a speed of between 1.0 — 1.5 knots. 

Starboard anchor is dropped first and allowed to run to 10 shackles 

on deck as the vessel is canted to starboard to a heading of 045°. When 
about 10 shackles have run, the port anchor is let go and then engine 
and tug used to manoeuvre the stern towards a group of 3 mooring 
buoys. 3x42 mm. diameter wires are picked up from these buoys, then 
2 further wires from submerged clumps and finally 2x42 mm. wires from 
submerged clumps are secured forward. Both anchors are then hove in 
to about 8.5 shackles each to tension the moorings aft, vessel's head 
being finally 135°. Moorings, distances and dimensions are as per the 
berth drawing in Guide to Port Entry — “Plans”. Mooring was very 
competently accomplished, the anchors being very accurately placed 
close to 2 small marker buoys (not on chart). 
Discharge: The berth has very recently been converted to clean products 
only. 2x 12 in. hoses are connected to the port side manifolds. Each of 
these is fitted with a butterfly valve, however, a noticeable amount of 
the previous cargo ran into the drip trays while the hoses were being 
connected. Connection of hoses was made by the mooring gang. 

The sea bed line is 28 in. and maximum pressure permitted is 9 bar. 
This line has previously received crude oil at rates of up to 5,000 tonnes/ 
p.h. so it was not surprising when vessel did not make this pressure, 
even at full speed. Discharge of 30,000 tonnes took a total of 15.8 hours, 
giving a final rate of 1,900 tonnes/p.h. This included approximately 
2 hours slow pumping at the start and all the stripping time. 

A 30 minute water plug was requested before discharge commenced. 
Mobil normally expect a vessel to be ballasted within 6 hours of 
completion of discharge; on this occasion, extra ballast was taken as 
the vessel would be unmooring in a 30 knot wind. 

The Mobil Representative, Cargo Surveyor, Pilot and the 7 man 

mooring gang all remain on board until after completion of unmooring. 
Meals and accommodation should be provided. 
General: Charterer’s Agent, Mobil Oil Francaise, is in Paris 
(Telex: 610417). Agent attended on berthing and for remainder of stay 
contact was maintained by portable VHF which proved to be quite 
satisfactory. 

Up to 6 boats per day for shore leave, etc. can be provided; if all 
6 boats are taken the cost is high — 7,000 francs. However, for vessel's 
requirements some boats were required in any case. 

Port Health, Immigration and Customs did not attend at any time, all 
their paper work being carried out by the Agent. 

FRESH WATER: Available on most quays or by lighter of 140 tons 
capacity during working hours. Advance notice required for Saturdays 
and Sundays. 

FUEL: All qualities available subject to advance notice given. 


CONSULS: 
Denmark Tel: 67.74.30.20 Norway Tel: 67.74.31.83 
Finland Tel: 67.48.63.16 Sweden Tel: 67.48.63.16 
Netherlands Tel: 67.48.63.16 
Others at Marseilles. 
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REPAIRS: Claverie: Tel: 67.48.62.52 — Mechanical workshop forhy 
repairs and boiler repairs. 
Di Biase: Tel: 67.74.32.12 — 
C.R.M.: Tel: 67.74.06.83 — 
repairs. 
Touat: Tel: 67.48.62.37 — Electrical and generator repairs. 
Farre: Tel: 67.53.41.28 — Under water work. 
WATCHMEN: Service necessary for ships loading or Unlows 
dangerous merchandise. te ay for other ships. (Tel: 67.80.22 
CUSTOMS ALLOWANCES: 40 grammes tobacco per day pe, 
(calculated in accordance with the length of voyage undertaken by 
ship). Amount of alcohol fixed by Customs in accordance with the 
<— length of ship’s stay in port. It is a matter of tolerance aNd ty 
right. 
REPATRIATION: Repatriation and crew changes are easily ar 
AIRPORT: Airport (Class B) at Montpellier-Frejorgues, located y, 
from Sete, (30 minutes by car on the motorway), and has seryj 
Paris, Nice, Bordeaux, Clermont-Ferrand and London. The interna, 
airport of Marseilles-Marignane is 160 km. 
TIME: GMT plus 1 hour — alteration from end of March to ey 
September to GMT plus 2 hours. 

HOLIDAYS: No labour days: 1st May and St. Louis Day (late 
Days with possibility of labour at overtime rates: 1st January, 
Monday, Ascension Day, Whit Monday, National Day (14th » 

Assumption Day (15th August), All Saints’ Day (1st 
Armistice Day (11th November), Christmas Day (25th Decem 
N.B. Every Sunday and days with possibility of labour at overtime» 
can be worked at the rate of 100%. 

IDENTIFICATION CARDS: Crew men going ashore should » 
passport or identity card. 

SEAMAN'S CLUBS: Stella Maris, Rue Villaret Joyeuse, Sete. Hy 
1800 hrs. — 0100 hrs. daily. 

DEVELOPMENTS: Berth J in Dock No. 2, is available for oil prody 
length 130 m., depth 9.0 m. 

AUTHORITY: Capitainerie du Port de Sete, Quai du Maroc, 34200% 
France. Tel: 67.46.34.90. Telex: 480220. FAX: 67.46%) 
Contact: Commandant Rene Delplanque, Commandant du Port de 
(Harbour Master). 


eneral repairs. 
lectronic and radio aids to Nava 


STRASBOURG: 48.34 N. 07.42 E. (See Pie 


PORT LIMITS: In Strasbourg (Lat. 48° 34’ N., Long. 7° 42’ E.), the® 
Autonome extends from the Km. 285 to the Km. 297 upon the Ri 
occupying an area of 1059 ha., of which 205 ha. are water a 
including 15 docks (7 have a constant level, 8 a variable level), a 
fore-harbours. 

Out of these limits, the Port Autonome de Strasbourg includes 
branches designed for the handling of building materials and cere 
and 2 ports, Marckolsheim (at Km. 242) and Lauterbourg (at Km. # 
all the branches and ports being on the left bank of the Rhine. 
DOCUMENTS: The ships must hold some documents, which they ® 
to keep at disposal of the administration or the inspection authority #* 
required, as following: 

ertificate of Survey. 

Certificate of Tonnage. 

Certificate of Registration. 

Log-Book. 

Booklet of Verification of the used oils. 

Attestation for Equipments of liquified gases. 

Customs Documents for the carriage of goods. 

Fluvial Bill of Lading. 

Rhine Manifest. 

Certificate of Ability to steer the ship. 

Police Regulation for the Navigation on Rhine. 

A.D.N.R., regulation for carriage of dangerous goods. 

the documents relating to the boilers and other tanks u® 
pression. 
PILOTAGE: Pilotage is not compulsory on the Rhine and us# 
Masters do not ask for a Pilot except for Gebirge and the 4 
A Pilot can be obtained in the Port of Kehl by dialling 19-49.7851.2 
ANCHORAGES: The ships have at disposal an area of about 10" 
the North and South fore-harbours to take anchorage. Depth o! "# 
at least 5.20 m. 
RESTRICTIONS: Restrictions to navigation are published by? 
Nautical Corporation of the Inland Water Transport. 
MAX. SIZE: The max. sizes of ships allowed on the Rhine are as {0 
Length: 110 m., — breadth: 11.4 m. Ships on the Rhine do not ex# 
a draft of 4.0 m. Fi 

Dimensions of the locks: — North lock: length 125 m., breadth: 13+ 
South lock: length 125 m., breadth: 13.5 m. 

In the constant level docks, the water depth is 3.5 m., but only a 
the North-South axis of the port; if not there, the water depth is 2° 

In the variable level docks, which are the docks with 4% 
communication with the Rhine, the minimum depth is 4.30 m. 

These depths are given, the Rhine being supposed at its OF 
bench-mark: 135 m. 

HEALTH: There is no Health Service for the Rhine. 
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. Ail communications on the Rhine are performed by radio-link 
jephony: 
vt rad annels H 0 and 13: used for ship to ship communications. 
we Channels 20 and 22: used for transmitting of nautical advice in 

y shore-ship and in the reverse order. 

” VHF Channels 24, 25, 26 and 27: used for public communications. 
RADAR: There Is No radar station on shore. ‘ 
: The Port Autonome de Strasbourg put at disposal of customers 

‘and 2x600 C.V. pushers according to their needs. 

ING: 10 km. of quays can be used for mooring. Some of these 
are situated in the constant level docks (max. draft 2.5 m.), some 
we in the docks that link with the Rhine (max. draft 4.30 m.). Tankers 

n only in the Oil Dock Harbour. . 
SPECIALISED CARGO-HANDLING FACILITIES: Containers up to 
tonnes; heavy packages up to 350 tonnes. 

The two operations are carried out at the container and heavy loads 
terminal at Adrien Weirich Dock and utilise a length of 300 m. of quay. 
fequiar Rhine container lines to the North Sea ports. 

A plurimodal international transport centre, “Eurofret Strasbourg” 
+40 ha.), is being developed in the Southern sector of the port, close 
the container terminal and including a road transport centre, a 
warenousing area and an area grouping various activities (12 ha.). At 

resent time, it offers a 140,000 sq.m. covered warehouse surface. 
BULK CARGO FACILITIES: Grain elevators: 2 berths for loading, and 
» berths for discharging. : 

Loading of gravel on the Rhine by belt-conveyors (11 facilities). 

Loading and unloading of hydrocarbons in the Oil Dock Harbour by 
‘5 facilities operating each at the rate of 300 cu.m./hr. 

BRIDGES: The head room under the bridges reaches 8.8 m. in the 
constant level docks. 
MEDICAL: Civil Hospital, 1, place de I'Hospital, 67000 Strasbourg, 
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Tel: 88.16.17.18. 

DENSITY: The density of water is about 1000. 

FRESH WATER: Fresh water is supplied by Ets. Koejac, 
Tel: 88.61.26.78. 


FUEL: Bunkering can be arranged with Ets. Koejac, Tel: 88.61.26.78. 
CONSULS: 


Austria 88.35.13.94 
Belgium 88.76.61.15 
Germany 88.32.61.86 
Netherlands 88.61.00.29 
Switzerland 88.35.00.70 


U.S.A. 88.35.31.04 
SURVEYORS: Surveyors of the Commission de Visite, named by the 
Commission Centrale pour la Navigation du Rhin, can be obtained by 
the Master. 
WATCHMEN: Ship's crew, if required. 
OPENING/CLOSING HATCHES: Opening and closing of the hatches 
are performed by the crew or by the staff of the company freighting the 
ship, as any other handling. Dockers do not exist in the port of 
Strasbourg. 
REPATRIATION: All the facilities exist for effecting crew changes and 
vr Bi necessary repatriation. 
AIRPORTS: Distances from Strasbourg: Strasbourg-Entzheim: 15 km. 
Strasbourg-Mulhouse: 130 km. (airport Mulhouse Bale). Strasbourg- 
Franctort: 220 km. 
HOLIDAYS: Work is stopped during the weekends and the statutory 
holidays. Labour can be obtained on these days if necessary. 
Bee ee ANCE IRE: Police: 17 — Ambulance: 15 — Firemen: 
18. 
TELEPHONES: Office of the P et T, 5, rue du Port du Rhin, 67000 
Strasbourg. In case of emergency: La Capitainerie du Port, 5, rue du 
Port du Rhin — North Lock of the Port, quai Jacoutot, can be contacted 
al any time. Tel: 88.21.74.74. There is also a public call box at the 
disposal of anybody at any time. 
SERVICES: For the ship: Tank cleaning: SITAL, 22, rue de Cherbourg, 
$7000 Strasbourg, Tel: 88.39.50.16. 

Supplying of material: Koejac, quai des Belges, 67000 Strasbourg, 
Tel: 88.61.26.78. 

Electronic repairs or supplies: Radio-Metzger, 17, rue de Dunkerque, 
87000 Strasbourg, Tel: 88.35.45.42. 

For the crew and various formalities (customs): La Capitainerie du 
Port, 5 rue du Port-du-Rhin, 67000 Strasbourg, Tel: 88.21.74.74. 
SHORE LEAVE: The Master must introduce himself, within the 2 hours 
ollowing his arrival, to the Commissariat Special du Port, 5 rue du Port 
du Rhin, 67000 Strasbourg, and produce the passports of the crew. The 
passenger ships have to comply with the regular supervision of authority. 
Each member of crew must be holder of an identification card or a 
passport when he is ashore. 

GARBAGE DISPOSAL: Skips are available at both the North and South 

a. Contact Societe Sital, 22 rue de Cherbourg, 67026 Strasbourg, 

on 88.39.50.16, for further details. 

; re OIL DISPOSAL: Service available at Bassin Albert Auberger 

. / Dock). Contact Tredi, 74 quai Jacoutot, 67000 Strasbourg, 
al: 88.61.82.42, Fax: 88.61.16.82. 

SEAMAN'S CLUBS: None. 

RERRENCY: French Franc (FFr.). U.S.$1.00 = FFr.5.7290 (5.5.94). 

MACULATION: The Reglement Particulier de Police du Port is very 
he the Master and will let him know the particulars of the Port of 

rg. 

DELAYS: The commercial operations begin and finish at the dates and 

ce 's shown upon the fluvial bill of lading. Every delay is subject to the 

we of penalties. Except for the passenger ships, ships do not give 

‘ce of their arrival to the authority, before they enter into the port. 

. ORITY: Port Autonome de Strasbourg, BP 407 R/2, 67002 
St tg Cedex, France. Tel: 88.21.74.74. Telex: 880476 F Poronome 
"g. FAX: 88.23.56.57. Contact: Andre Bayle, Port Director. 
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TONNAY CHARENTE: 45.57 N. 00.53 W. (See Plan) 
DOCUMENTS: 

2 copies Crew List. 

2 copies Ship's Stores Lists. 

2 copies Crew Manifests (Tobacco List). 

2 copies Passenger List (if any). 

1 Declaration of Ballast. 

Manifest form Last Port. 

1 copy Bill of Lading (in case of any cargo to be landed). 

Ship Register to be shown. 

Derat Certificate or Exemption. 
PILOTAGE/ANCHORAGE: Vessels have to proceed to about half a 
mile S.S.W. Isle of Aix Lighthouse and to drop anchor in the No. 115 
alignment when safe anchorage is open (lowest tides; minimum depth 
of water 26 ft.). 

River Pilot joins ships there, about 3 hours to 1 hour before HW, 
depending on draft and size of vessel concerned. 

Pilot boat is equipped with VHF. 
RESTRICTIONS: As the River Charente is unlit, movements are not 
possible at night. However, vessels may leave anchorage in dark and 
come up river at daybreak (anchorage area is about 5.5 miles from the 
mouth of the river). Sailing up river possible 0300 hrs. — 2100 hrs. and 
sailing down river possible 0400 hrs. — 2100 hrs. 
MAX. SIZE: Max. permissible LOA 120 m.; max. permissible draft 5.7 m. 
at Neap tides, 6.4 m. for sailing at Spring tides and 6.6 m. for entering 
at Spring tides. 
HEALTH: Free Pratique is to be obtained on arrival at port. Usual yellow 
flag signal to be raised. 
RADIO: Ships coming from South: Bordeaux-Arcachon Radio Station. 
Ships coming from North: Saint-Nazaire or Brest le Conquet Radio 
Stations. 
VHF: Vessels arriving in the roads must keep watch on Channel 16. 
TUGS: No tug is available. In case of need, tug may be obtained from 
La Rochelle-Pallice (about 20 miles). 
BERTHING: 1 private berth for grain loading, which can take vessels 
up to 100 m. length. 1 berth 200 m. long for handling general cargo. 
3 waiting berths. The central waiting berth can be used for handling 
small cargoes from 500 tonnes to 1,000 tonnes. Depth of water along 
the quays is an average of 6 m. 
CRANES: 2x5 tonne cranes, 1x3 tonne crane, 2x5 tonne mobile 
cranes. All the cranes are capable of working with hooks or scoops. 
BRIDGES: The Rochefort Bridge clearance over highest water is about 
98 ft. (30 m.). 
STEVEDORES: A 24-hour notice is required in order to arrange loading/ 
unloading operations. 

Discharge rates: Coal — about 1,200 tons per day of 8 hours’ work. 

Phosphates — about 1,500 tons per day 
Zinc concentrates — about 1,400 tons per day. 

Loading rates: Grain 2,000/2,500 tons per day. 
MEDICAL: The nearest hospital is at Rochefort (about 4 miles). 
FRESH WATER: Fresh water may be obtained alongside, from 
hydrants, at the rate of about 10 t.p.h. 
FUEL: Must be obtained from La Pallice (about 20 miles) by lorries. 
REPAIRS: Small repairs may be carried out by local workshops. Nearest 
shipyard is at La Pallice. 
OPENING/CLOSING HATCHES: This is the responsibility of the crew. 
REPATRIATION: Changing crew and necessary repatriation formalities 
may be effected. 
AIRPORT: The nearest airport is La Rochelle (about 30 miles). Possible 
to reach Paris airports in a few hours by train. 
POLICE/AMBULANCE/FIRE: Police: Rochefort H.Q. — Tel: 17; Tonnay- 
Charente Gendarmerie: Tel: 46.88.20.38; Ambulance: Tel: 46.99.30.69; 
Fire: Tel: 18 or 46.88.20.38. 
AUTHORITY: Direction Departementale de |l'Equipement de la 
Charente-Maritime, Service Maritime, B.P. 125, Subdivision ‘“Maritime- 
Hydrologie”, 17306 Rochefort-Sur-Mer Cedex. 
Contact: M. Drieu, Sous-Lieutenant de Port. 

Mairie de Tonnay-Charente, Rue Alsace-Lorraine, 17430 Tonnay- 
Charente, France. Tel: 46 88 78 11. 


TOULON: 43.07 N. 05.55 E. 


DOCUMENTS: 

Cargo Manifest or Manifest of Ballast. 

Certificate of Cargo Space. 

Bills of Lading. 

Ship's Register. 

6 Crew Lists. 

3 Passenger Lists. 

Health Declaration. 

Derat Certificate or Exemption. 

Declaration of Crew Personal Effects. 
PILOTAGE: Pilot station is situated on Est Quay, address: B.P. 137, 
Toulon. Tel: 94.41.03.28. Pilotage compulsory for vessels over 150 g.r.t. 
and over 45 m. LOA. Pilot boards 100 m. North of the semaphore station 
at Cap Cepet. 
ANCHORAGE: Large anchorage area available in Rade des Vignettes 
(depth 11.0 m. — 15.0 m.). Call Cepet Signal Station on VHF Channel 16 
before anchoring. 
RESTRICTIONS: Entry can be made by day and night except for vessels 
loading with refined petroleum or dangerous cargoes which are not 
allowed to enter between sunset and sunrise. 


(See Plan) 
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MAX. SIZE: The port is approached by a channel 125m. wide. The TUGS: No tugs available. 
docks can accommodate without tug assistance ships up to 250m. STEVEDORES: Loading and discharge by shore crane. 
length and 9.5 m. draft. MEDICAL: All hospital facilities available. 
HEALTH: Pratique given by Customs Officers who board on arrival. If DENSITY: 1025. 
any case of suspected disease on board or any reason why vessel FRESH WATER: Available from quay. 
should not receive Free Pratique, Master should radio Agent before FUEL: Small quantity by tank-lorry on demand. 
arrival, advising full details. CONSULS: See “Caen” or “Le Havre". 
VHF: IMPORTANT -— To get authorisation to enter Toulon Harbour, ships += REPAIRS: Small repairs only. 
should call the Naval Signal Station “CEPET” on Channel 16, one hour AIRPORT: Deauville St. Gaitien 3 miles away. 
before arrival at the Pilot Station. GARBAGE DISPOSAL: Available. 
TUGS: 3 tugs available, 1<x500h.p., 1x750h.p. and 1x1,000h.p. AUTHORITY: Direction de la Station, S.E.R. Port Deauville, Quay 
Ships should arrange tugs one hour before berthing. Number of tugs | Marchands, 14800 Deauville. Te/: 31.98.30.01. Contact: Mr. Mes. 
will depend on Pilot's requirements and weather. Directeur du Port. 
Naval Tugs: There are many harbour tugs up to 1,000 h.p. and several 
deep sea tugs up to 2,000 h.p. controlled by the French Navy which 
may be called on for assistance by the Harbour Master or Pilots. 
BERTHING: President Fournel Quay, 345 m. length, depth alongside 


9.5m. 
Corsica red 170 m. length, depth alongside 8.2 m. NOTES 
Minerve Quay, length 128 m., depth alongside 7.4 m. : pul) , 
La Seyne — Bregaillon: One Ro/Ro Berth, depth 9.60 m. Ore quay Please also advise Shipping Guides Ltd. 


(2 berths), length 215 m., depth 9.50 m., 226 tonne cranes. 
TANKERS: No facilities. 
STEVEDORES: There is a permanent working force of 14 dockers which 
can be increased by casual labour to 60 men if required. Shifts are 
available for 4 hours, 8 hours or 9 hours with possibilities for overtime. 
FRESH WATER: Available from hydrants. 
FUEL: Available by tanker lorries and by barges from Port de Bouc 
companies (Sanara or Citerna). 
REPAIRS: Serra Fres: Floating dock 1,700 tons, length 85 m. 

All types of repairs can be carried out at the Naval Dockyard. 
DRY DOCKS: Several dry docks available in the Naval Dockyard, of 
which 3 can accommodate vessels in excess of 250 m. length. 
AIRPORT: The Toulon-Hyeres Airport is 23 km. from the centre of 
Toulon. There are 4 flights daily to Paris where passengers may transfer 
to national or international flights. Marseille Airport 70 km. by motorway 
and Nice Airport 150 km. by motorway. 
TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer. 
HOLIDAYS: New Year (1st January, no labour available); Easter 
Sunday (possibility of labour with overtime); Easter Monday (no labour 
available); Labour Day (1st May, no labour available); Ascension Day 
(possibility of labour with overtime); Whit Sunday (possibility of labour 
with overtime); Whit Monday (no labour available); National Day (14th 
July, no labour available); Assumption Day (15th August, no labour 
available); All Saints' Day (1st November, no labour available); Armistice 
Day (11th November, possibility of labour with overtime); Christmas Day 
(25th December, no labour available). N.B. Every Sunday and day 
aro “possibility of labour with overtime” can be worked at the rate 
of 100%. 
IDENTIFICATION CARDS: Crew men going ashore should carry 
passport or peels card. 
GARBAGE DISPOSAL: Skips available alongside. Contact Agent for 
service. 
WASTE OIL DISPOSAL: Collection service available by tanker trucks 
or barges. Contact Agent for service. 
SEAMAN’S CLUBS: None. 
AUTHORITY: Direction Departementale de I’'Equipment, Capitainerie du 
Port de Toulon, 244 Avenue de |'Infanterie de Marine, (P.O.Box 501), 
83041 Toulon Cedex 9, France. Tel: 94.03.27.60. Telex: 430742. 
FAX: 94.03.38.69. Contact: Captain Alain Dague, Harbour Master. 


TROUVILLE-DEAUVILLE: 49.23 N. 00.05 E.(See Plan) 


The port situated on mouth of River Touques, is composed of 2 parts: 
Trouville for small fishing vessels, and Deauville including 2 docks for 
cargo ships and pleasure boats. 

DOCUMENTS: 

1 Crew List. 

1 Passenger List. 

Tonnage Certificate. 

2 Cargo Manifests. 

Bills of Lading. 

1 Crew Manifest. 

PILOTAGE: Pilotage on entry and leaving is carried out by the Seine 
Pilots. Request for a Pilot must be made 12 hours in advance by radio 
or telephone, either to the Port Captaincy of Trouville-Deauville or to the 
Pilotage Office for the Seine at Le Havre or at Rouen. Vessels bound 
for Trouville/Deauville anchor in the “Rouen Waiting Area” Roads at 
Carosse where they take on the Pilot. 

It is recommended to anchor near the pilot boat of Rouen and contact 
her by VHF for instructions. 
ton OIE} The best one is Rade de la Carosse (Lat. 49° 27’ 30” N., 

ong. 0° 01’ E.). 
RESTRICTIONS: No restrictions at night time. Draft allowed 2.80 m. 
Neap tides, 4.0 m. Spring tides, Entrance is dangerous with wind from 
N.W. to N. over force 6. 

Access channel has a depth of 2.80 m. and dries out (zero on French 
charts). Lock gates are opened about 2 hours before time of 
commencement of flood tide at Le Havre. Lock gates are closed 2.5 
hours after time of commencement of flood tide at Le Havre. The fore 
port and river quays at Trouville are uncovered at low water. The 
Trouville fishing port is one where craft are beached. 

MAX. SIZE: Length: 210 ft. (64 m. OA); breadth: 45 ft. 
RADIO: Radio-Boulogne FFB. 
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cAPE LOPEZ: 00.38 S. 08.43 E. (See Plan) 


a usts of Ports of Call. 

4 Manifest of Ship's Stores. 
ojearance from Previous Port. 
i Arms and Ammunition Lists. 

4 Narcotics Lists. : 

4 Birds and Animals Lists. ; 
pILOTAGE: a — radio station. Pilotage not necessary to approach 
5 z Roads. 
gh Cape Lopez Terminal is assumed by Elf-Gabon Pilots, 
woe pilotage to Pointe Clairette Terminal depends on Port Gentil 
Harbour Authority. 5 : 

For the private tanker port at Cape Lopez, pilotage is compulsory. On 
cape Lopez Roads Pilot will board vessel 1.5 miles offshore on a line 
win Cape Lopez Lighthouse bearing 255° True, distance 2.4 miles in a 
gunch carrying proper Pilot signals. The Mooring Master will stay on 
yoard throughout the vessel's time in port to assist in mooring, hose 
randling and loading operations. bers d rhe 
ANCHORAGES: The waiting anchorage position is 2 nautical miles in 
2 075° direction from Cape Lopez Lighthouse. Depth of water 55 m. 

itis necessary to guard against violent tornadoes occurring between 
december and May coming from the East or the North. These tornadoes 
occur very suddenly and are extremely strong. 

WAX. SIZE: 250,000 d.w.t. and LOA 340 m. Max. draft 20.50 m. (67 ft.). 

Minimum size of vessel: LOA: 215 m. (Approx. 35,000 d.w.t.). 

| vessel arrives with a part cargo from another loading port the 
maximum arrival deadweight acceptable is 160,000 metric tons. 
RESTRICTIONS: Berthing is effected day and night, however, certain 
vessels may be berthed in daylight only. Unberthing is effected by day 
of night. Vessels must arrive with sufficient ballast and correct trim in 
order to manoeuvre safely. 

Ballast should not be less than 30% of deadweight (see “West Africa 
Baiast Clause” below). Fresh water and stores are not considered as 
tallast; draft on arrival should not be less than 50% of loaded draft. Elf 
Gabon reserve the right to leave vessels which do not comply with these 
reguiations at anchor. 

Berthing is not effected in rough weather. At the berth mooring lines 
must be in good condition and well tended. In case of storm or tornado 
oading operations must cease and vessel be prepared to leave the 
berth if so directed by the Terminal Superintendent or Pilot. 

West Africa Ballast Clause: Vessel must be able to deballast and load 
cargo simultaneously (or load part cargo, deballast, and load balance 
of cargo), with 2 valve segregation, while maintaining 30% of Summer 
deadweight. 

HEALTH: Formalities carried out on berthing by Police Forces. 
However, ships remaining at anchor may have Customs and health 
fomalities carried out through their Agent. 

RADIO: Elf Gabon Terminal: VHF watch on Channel 72. The working 
Channel of the terminal is Channel 72. 

When a ship is expected, a permanent watch on VHF Channels 16 
and 72 is kept by the Pilot, one hour before ETA if berthing on arrival, 
‘or short distance communications. 

All ships must contact the terminal in advance of their arrival. Elf 
Gabon will inform the vessel whether berthing will take place on arrival 
owhether it should anchor. 

Arival Advice: Advise Agent 48 hours and 24 hours before arrival, 
aso if any appreciable alteration thereafter. 

VHF: Before vessel's arrival watch is kept on Channel 16. During loading 
and mooring, watch is kept on Channel 72. 

SERTHING: Anchors are not required for mooring operations but must 
te ready for emergency case. Vessel berths port side alongside on 
Sdolphins, heading 044° True. Depth of water along the berth is 25 m. 
Mooring ropes used as follows: fore and aft 3 head/sternlines, 
ibreastlines, 2 springs. 2, 3, or 4 tugs are used for mooring operations, 
" accordance with the d.w.t. Vessel'’s engines must be ready for 
“mediate operation all the time vessel is at the berth. 2 or 3 tugs will 
‘main standing by. Ship's gangway is not required, an automatic one 
S Supplied by Terminal. 

<onnecting Hoses: Connection and disconnection is carried out by Elf 
Sabon personnel with the assistance of the crew. 

The vessel's cargo derricks are not used except in the case of absolute 
Necessity or in the case of breakdown of the platform hoisting gear. 

‘6 4 loading arms are 16 in. diameter, with hydraulic couplers for 

""., 14 in. and 12 in. flanges. The arms are located on either side of 
"9 dolphins’ centreline. 

Bees shall be provided by the ship for the other flange diameters. 
bond ore connecting arms, the ship will be connected to the ship-shore 
Nona 9 Wire, and disconnected only after loading arm uncoupling. 
t2000 ng: 5 arms. Crude: 4 x 16 in. arms. Loading rate: 
tien Cu.m./hr. Finished products (Diesel and Naphtha) are loaded by 
(aan of a Sth loading arm; 2 loading arms can be used for Fuel Oil. 
Bat Communication between ships and shore peape installations, 

rato (loading, fire, etc.), will be effected on VHF Channel 72. 
Derma Gabon representative, responsible for loading and safety is on 
vei enent watch at the berth. The Master must supply him with all 
sooty mation and assistance required to ensure operations run 


Bl, Master will be held entirely responsible for operating the valves 
P = ae on board his ship. If necessary, pumping speed 


Atleast 10 minutes before loading is finished, the terminal should be 
Of the moment pumping should be stopped. 


GABON 


When loading is completed, the tank ullages will be taken by a ship's 
officer in the presence of an Elf Gabon representative. 

Average samples taken from each tank from which the crude was 
pumped will be furnished to the ship by the terminal. 

These samples will be numbered, sealed and labelled showing the 
origin of the crude. 

Notice of Readiness: To Elf Gabon. 

TUGS: Compulsory. Owned by Elf-Gabon, can be contacted on VHF 
Channel 72. Ship tow lines are not required, 3 tugs are available up to 
3,200 h.p. There are 2 launches for handling mooring lines. 
MEDICAL: Doctors and hospital facilities available. All vaccinations can 
be arranged. 

BALLAST: Vessels must arrive with clean ballast only. There are no 
facilities for discharging dirty ballast at the terminal. In no circumstances 
should dirty ballast be pumped overboard. 

DENSITY: Varies between 1021 and 1025. 

FRESH WATER: Fresh water supplies can be obtained within a few 
hours from a 120 ton barge. Apply to Port Gentil. 

FUEL: 1,500 secs. and 3,500 secs. fuel can be supplied by barge or by 
the terminal, subject to 48 hours’ notice. No barges allowed alongside 
Ea loading operations. 

CONSULS: France, Germany and United Kingdom. 

REPAIRS: There are facilities for hull and engine repairs for barges and 
river craft. Slipway for vessels up to 300 tons. 

Vessels are forbidden to turn propellers, carry out repairs, or handling 
operations on deck during stay alongside. 

CUSTOMS ALLOWANCES: No restrictions for quantities tobacco and 
spirits held on board the ship. It is prohibited to allow dutiable articles 
to leave the ship. 

REPATRIATION: Facilities available. Contact ship's Agent. 
AIRPORT: Can be reached in 15 minutes by road. Regular services to 
Europe every day. 

TIME: GMT plus 1 hour all the year round. 

HOLIDAYS: Holidays do not affect tanker working. 
POLICE/FIRE/AMBULANCE: Police tel. 17; Fire tel. 18; Ambulance 
tel. 23-33. 

SHORE LEAVE: Crew members are allowed ashore, but walking 
through the installations of the terminal is forbidden. There is no regular 
immigration control but identification papers should be carried. Bathing 
alongside the ship and the berth is strictly prohibited. 

GARBAGE DISPOSAL: No facilities available. 

WASTE OIL DISPOSAL: No facilities available. 

SEAMAN’S CLUBS: None. 

CURRENCY: Francs CFA. 1,000 CFA = 10 French Francs. 

SAFETY: During the whole time the ship remains at the loading berth, 
the Master shall: 

Maintain on board sufficient number of crew members to carry out 
any manoeuvre without difficulty, and to enable first fire fighting 
measures to be taken; maintain engines ready for manoeuvring; ensure 
that mooring is satisfactory without undue wear on mooring lines. 

Fire Precautions: It is forbidden: To smoke, use naked flame or tools 
likely to create sparks outside the zones generally authorised for tankers; 
to carry out repairs or handling operations on deck; to turn the propellers; 
to use in danger areas any equipment or tools not of a type approved 
by a competent organisation. Elf Gabon reserve the right to take any 
steps considered necessary in case of danger and, in particular, to 
suspend loading; loading of bunkers, supplies, water, etc., will be 
submitted for the approval of Elf Gabon. 

During loading: 

All hull valves should be shut, except for those required for water 
circulation; all scuppers of main deck should be sealed; two fire hoses 
will be connected and set up, one at the bow. the other at the stern of 
the ship. The fire main shall be maintained under pressure at all times; 
two long robust steel safety ropes should be placed on the starboard 
side of vessel, one at the bow and one at the stern. The eyes should 
be maintained at the right distance from the water so that tug boats can 
easily catch hold of them. 

Movement Restrictions: It is forbidden to enter the zone of Elf Gabon 
installations without due authorisation. Smoking or use of lighters or 
matches are strictly prohibited. 

In case of fire on board a ship moored to the loading berth, the 
Shipmaster shall give the alarm by sounding a series of short blasts on 
the siren and advise Terminal on VHF Channel 72. He is responsible 
for organising fire fighting and ensuring the stability and safety of his 
vessel, taking all the necessary steps in this respect. 

Elf Gabon may order any safety measures to be taken in the general 
interest of everyone. 

If considered necessary, during a storm, the Loading Operator may 
suspend loading and disconnect the loading arm. 

Safety Look-out: 

Elf Gabon have a permanent look-out on the loading platform under 
the orders of the Chief Loading Operator. 
Equipment at disposal of ship: 

Stand-by tugs (22,000 h.p. minimum); mooring launches 140 h.p.; 
equipment permanently available at berth (water screen, hoses, etc.). 

A Kleber anti-pollution barrier 500 m. in length can be launched within 
a few minutes. 

A “Vortex” device can be used to re-pump the crude oil spilt in the 
sea. This crude oil is then collected in plastic tanks. 

When a ship pollutes the sea, the above action and use of these 
devices will be charged to the vessel. 

WEATHER: 

Meteorology: From June to September the prevailing wind comes from 
S.S.E. and can reach force 6. From October to end of May, and 
especially during February, March and April there is a risk of tornadoes. 
They can come from any direction and are always very dangerous. 
Tide: Mean amplitude of Spring tide is 2.20 m. 

Swell: The terminal is protected from ocean swell. Wave height created 
by tornadoes can reach 2.50 m. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng, 


Current: Generally less than 0.5 knots but can reach 1 knot. Average 
direction 040° and 215°. 

GENERAL: Ships spares: Customs require originals of invoices for 
clearing spares. Copies are not acceptable. 


SHIPMASTER’S REPORT: 1977. (Updated 1994). 
This vessel is an OBO carrier of 159,250 d.w.t. and called for a part 
cargo of 85,000 tons of Mandji Crude. 

Mandji Crude has an API of between 30.0 and 30.4 and was on this 
occasion loaded at 97°F. 


It appears to be wax-free and has a slight suspended water content. 


Vessel size: Accepts vessels from 35,000 d.w.t. to 250,000 d.w.t., 
max. sailing draft is 67 ft. 

Berth: Berth face about 420 ft. long with connected mooring posts. 
“Floating” type fender piles. Pilots are cautious of impacts as berth is 
piled into very deep soft mud. Moorings on our visit were: Forward: 
3 head lines, 3 breast ropes and 2 springs. Aft: 3 stern lines, 3 breast 
ropes, and 2 springs. (See “Plan’”). 

The springs were sent ashore first, fore and aft. 

All lines are run, 1 at a time, by mooring boat, and there is no problem 
running wire rope moorings. 

There is a shore gangway mounted on a tower. 

Load Rate: Total max. rate of 12,000 t.p.h. using 4 Chicksan loading 
arms. The connections are 16 in. and hydraulically coupled. 

Berthing: Straight forward operation, no significant currents, vessels tie 
up bow out, port side to jetty. 

Berthing Operations: From end of passage to all secure was 
accomplished in just over 3 hours, from Pilot aboard to secure took 
2 hours. Connection of the loading arms used by this vessel took 1 hour. 

From commencement of singling up to Pilot away took 1.5 hours. 
Tugs: There are 2 modern 3,000 h.p. Kort Nozzle tugs and 1 older tug 
of 2,000 h.p. stationed in the port. The larger tugs made fast fore and 
aft, and the smaller pushed midships. On sailing only one of the larger 
and the smaller tug were used. The tugs normally use their own lines 
and remain fast until mooring is completed. 

Weather: Mild and pleasant apart from tornadoes which occur from 
October to May, but especially February, March and April. 

These spring up without notice to very violent winds in minutes, and 
though it is understood loading may be suspended, the tugs are used 
to assist vessel to remain on the berth if required. 

Bunkers: A bunker line is being installed on the jetty, a barge is used 
temporarily, but it is understood that delays can be expected in taking 
bunkers, and they must be ordered beforehand from Elf Paris. 

Fresh Water: Said to be available by barge from Port Gentil. 

Usage: According to the Pilot, about 12 ships a month use the berth. 
Slop Reception: There are no facilities, vessels must arrive with clean 
pumps and clean lines. 

Radio: Tugs and Pilot are on VHF 16/72 and Marine and Terminal 
Operations are on VHF 72. 

Repairs: Doubtful if any repairs could be undertaken, possibly in 
emergency the refinery workshops would assist. 

Communications: There are regular daily flights to Libreville, and 
connections from there worldwide with minimal delay. Flight time Cape 
Lopez to Paris is said to be 7 hours. 

Crew Changes: Could be carried out easily from a int of 
transportation, Port Gentil only has 2 hotels (Novotel and Meridien) and 
3 guest houses. 

Medical Service: Could not be obtained because vessel berthed on 
Saturday. However, there is a hospital. 

Chandler: The port has a chandler, but there is no local produce 
whatsoever, all vegetables, etc., being airlifted from France and 
prohibitively expensive. 

Cargo: Mandji Crude at loading temperature 95° to 100°F., API 30.25, 
has slight percentage suspended water. 

Shore Leave: Permitted, but walking through the installation is forbidden 
for security reasons, and transportation is apparently difficult to obtain. 
General: | understood no clearing or formalities are completed until 
vessel is berthed. 

Pilotage: Pilot is on board for berthing and unberthing, and stays at the 
terminal for security all the time. 

Loading Master performs all loading operations. 

Accommodation: No longer required to provide accommodation for 
shore personnel. 


SHIPMASTER’S REPORT: November 1981. 

Agency listens on VHF Channel 16 during normal working hours and 
they also listen at 0900 and 1500 LMT on frequency 2506 kHz. Cargo 
papers usually take 2 hours after completion of loading. There was no 
problem with crew going ashore. 


SHIPMASTER’S REPORT: January 1988. 

This vessel calls frequently at the port. 

The updates from Shipmasters are generally correct, but Pilots state 
that they do not berth vessels during darkness. Usual hours for berthing 
are from about 0700 hrs. until about 1800 hrs. The decision whether or 
not to berth any particular vessel outside those times is made by the 
Pilot, depending upon vessel's size, weather conditions, etc. It is 
considered highly unlikely that they would berth a large vessel after dark. 

In addition to the latest papers required, we have also been asked for 
one copy of List of Vaccination Dates and one copy of Crew Personal 
Effects Manifest. 

Customs and other formalities are usually only effected alongside after 
berthing. Usually two officials and Agent board. No problems 
encountered. 

Documentation on completion of loading usually takes about 4 hours. 

Fresh provisions are available from chandler in Port Gentil, but as 
they are mostly imported, prices are about three times those in Europe. 
They are of good quality and variety, cost being the only problem. 

We have always found that mail posted in this port reaches its 
destination properly, (7-10 days to Europe). 
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AUTHORITY: Elf Gabon, B.P. 525, Port Gentil, Gabon. Tel: » 
556309, 556938. Telex: 8210 — 8216 Go Elferap. FAX: 556968, 5% 
Contact: J.M. Grouvel, Operations Manager. 

Terminal: Cape Lopez Terminal, B.P. 524, Port Gentil, Ge 
Tel: 75.63.09. Telex: 8210, 8216. Contact: Mr. Panbou, Ten, 
Manager. 


AGENT: o-Gabon, BP 560, Port Gentil. Tel: 752491, 75, 
Cables: “Freight Portgentil”. Telex: 8223. Fax: 750751. 


GAMBA: 02.52 S. 09.58 E. (See Pj 


LOCATION: Gamba SBM acts as the export facility for oil whi 
wand onshore from the Gamba/Ivinga and Rabi/Kounga oilfieg 
abon. 

The SBM is located in the following position: 

Latitude 02° 51.6’ S. 
Longitude 09° 58.2’ E. 
DOCUMENTS: 

Last Port Clearance. 

3 Lists of Last Ports (during last 3 months). 

3 Stores Lists. 

4 Crew Lists. 

3 Personnel Effects Lists. 

3 Lists of Vaccinations. 

2 Arms and Ammunitions Lists. 

2 Animals Lists. 

2 Narcotics Lists. 

2 Passenger Lists. 

1 Notice of Readiness. 

APPROACHES/AIDS TO NAVIGATION: Approaches to the berth; 
direct from the sea, stemming the predominant current which uss 
runs Northward parallel to the coast. 

Occasionally the berth is subject to heavy swell delays and 
October to May tornados can be experienced from any directions 
can be particularly dangerous. 

Gamba Lighthouse: Lat. 02° 47.0’ S., Long. 10° 01.4’ E. 

Red and white lattice tower. 

Height 47.0 m. 

GP. FL. (2) W 10 seconds. 18 miles. 

Lat. 02° 51.6’ S., Long. 09° 55.8’ E. 
Height 6.0 m. 

GP. FL. (9) 15 seconds. 6 miles. 

Lat. 02° 51.6’ S., Long. 09° 58.2’ E. 
Yellow. 

FL. W 0.3 second every second. 5 miles. 
Lat. 02° 46.8’ S., Long. 10° 02.3’ E. 

An aircraft radio beacon is in operation) 
Gamba airfield. Signals are sent continuous 
Frequency 359 kHz. 


W. Cardinal Buoy : 


SBM 


Radio Beacon 


Call sign GZ. 
Old SBM Lat. 02° 50.0’ S., Long. 10° 09.6’ E. 
(Not in use) Yellow. 


Fl. W 0.3 second. 5 miles. 
PILOTAGE: All tankers using the SBM must use the Shell Gat 
pilotage service for both mooring and unmooring. The Berthing Mas 
boards in a position approximately 2 miles N.W. of the SBM. 
takes place both day and night; should the Master be unwilling to 
at night then delays will be for the vessel's account. 

Pilot ladder should be rigged on the port side as per internat 
requirements with the accommodation ladder 3.0 m. above the wat 

Vessels should arrive with derrick rigged and topped on the pons 
(minimum SWL 10 tonnes) in order to lift on board the mow 
equipment and for the floating hose connections. The maximum s# 
trim of the vessel should be 8 ft. 

The Berthing Master and his assistant, who both remain on 0 
throughout the loading, also acts as the ship's Agent and is the 
point for liaison with shore, communications being by VHF. 

The pilot boat/mooring launch will assist mooring/unmooring and? 
stand-by throughout loading. A buoyant mooring rope shoul! 
provided aft by the tanker. Ship's engines should be kept ready fo'# 
at any time at the Berthing Master's request. ‘ 
ANCHORAGE: Vessels must anchor without assistance. 
recommended anchorage is in a location 2.0 miles N.W. of the SéH 
a water depth of 82 ft. (25 m.). 

READINESS: Notice of Readiness will be accepted by the Be™ 

Master either: 

(a) At the vessel anchoring time, if delayed at the request of 
terminal, provided the vessel is within her date range. 

(b) On completion of mooring if vessel is berthed on arrival. 

(c) On commencement of the laydays if the vessel is berthed 
the commencement of laydays. 

MAX. SIZE: Max. ship size 150,000 tonnes d.w.t., weather perm 

Max. distance bow to manifold — 465 ft. 

Draft: 


Lowest Astronomical Tide 22.90 m. 
Sub-Sea Structure Height — 2.65 m. 

20.25 m. 
Underkeel Clearance — 3.00 m. 


Max. draft 17.25 m. 
HEALTH: When advising ETA include in message whether any si 
on board. In case of emergency, vessels should call before % A 
loading, at Port Gentil for medical attendance or for crew change 
this purpose send separate message to “Marine Gamba” and to 


F: Arrival Advice: The initial ETA should be sent to “Gamba 
sere via Telex or Fax at least 4 days before arrival. Subsequent 
matory ETA messages should be passed to Gamba Marine by 
telex or Fax every 24 hours. s 
b munications: Telexes can be sent to “Shell Gabon OSU/4/41”. 
reer gabon'S Telex No. is 8206-GO. If the matter is urgent please prefix 
“GETIM”. 
Pe wre communcation is also available with the following numbers: 
country code 241) Tel. No. 75 83 60 or 75 84 65. Fax No.75 85 77. Out 
vrours numbers: (241) 759114 or (241) 759071. 
” «no telex is available then all messages to be sent to Gamba Marine 
osul4) through Gamba Radio “TRP 8", which is a private station 
tad free of charge by Shell Gabon. 
telegraphy: Telegraphy A1. Power 500 Watts. Frequency 500 kHz. 
watch from 0700 hrs. to 0900 hrs. on request by Gamba Marine. 
‘ue Power 25 watts. Call sign “Gamba Marine” or “Banio”. Watch on 
channel 12. Working Channels 12 and 6. Range about 30 nautical miles. 
Watch in English language during office hours (0700 — 1200 and1400 
’ I launch: Watch on Channel 12 (when at sea). Range about 20 
nautical miles. 
Note: Local time is GMT plus 1 hour. ; 
BERTHING: Berthing takes place both by day and by night. If a 
Shipmaster refuses to berth by night, delays will be charged to his vessel. 
98M Description: The buoy is 11 m. in diameter, 5 m. be re A double 
‘gin. manifold is provided on the turntable (one pipe is blanked) 90° 
sockwise from the tanker securing point. The SBM is moored by means 
#6 chains which are secured to the seabed by 200 tons holding power 


Ss. 
WOORING: Vessels moor with 2 15 in. nylon ropes (length 45 m.) from 
$8M secured on board ship by 2x76 mm. stud link chain. Berthing 
Master will advise on mooring procedure. 

\ooring Procedure: Prior to the vessel's approach to the buoy, the 
mooring launch will have carried out the following: 
) Alicargo valves on the SBM opened, i.e. 2 seabed pipeline valves, 

2 submarine pipeline valves and 2 SPM valves. 

i) Both floating hoses turned back and secured to the SPM. 
i) Starboard mooring line turned back around the SPM. 

Tne mooring launch will then connect a 150m. long x 250 mm. 
creumference polypropylene messenger to the mooring chain pick-up 
rope by means of a special screw type shackle and then stand-by to 
receive the tanker at the end of the ee, hose line. During night time 
operations the mooring launch can assist by illuminating the position of 
the floating hose. 

When the tanker is within range, launch will connect the messenger 
‘o the ship's rope and the vessel will then be manoeuvred up towards 
the SPM until the mooring chain is on board and stoppered. 

Onno account should the vessel be warped up to the buoy by means 
of the winches and at no stage should excessive weight be allowed to 
come on to the messenger, especially during adverse swell conditions. 

The use of OCIMF stoppers is obligatory at Gamba and, if only one 
savailable, the starboard rope should be made fast clear of the water, 
but at a lesser tension. 

LOADING: A derrick should be rigged with double whip and topped on 
he port side for loading mooring equipment and hose lifting. 

Shore Line System: SBM — 1 x30 in. submarine pipeline (total length to 
Terminal 10.3 km. (33,790 ft.)). Reduced to 2x16 in.x120 ft. for 
eu to ship's manifold (total length of floating hoses: 870 ft. and 


Rabi Export Blend Crude Characteristics: 


Density at 15°C : 0.8535 

| AP.I. at 60° F : 34.2 

| BSW, 0.005 
Salinity 20 — 30 PPM 
Temperature 40° -— 45°C 
Loading Rate 4,000 cu.m/hr. 


Osballasting: There are no facilities for discharging ballast or slops 
ashore. Vessels must therefore arrive at the loading terminal with clean 
tallast on board. 
vonnection/Disconnection of Hoses: Connection and disconnection is 
tamed out by the ship's crew with advice from the Berthing Master or 
‘is assistant. The hoses are connected to the port side manifold using 
416 in. ASA 150 flanged connection. A proper secure mooring point for 
he hoses is required 1.0 m. to 3.0 m. from the rail. 
‘ading Procedure: During the loading, the Berthing Master remains 
‘board and acts as Loading Master and maintains permanent contact 
wth the terminal on VHF Channel 6. 
Ps required, the loading rate can be adjusted for topping-off tanks and 
“completion of loading, or at any time if required. The minimum loading 
'a¥é is 2,000 cu.m./hr. The Loading Master should be advised at least 
we before the completion of loading. A watchman must be stationed 
the forecastle and in the manifold area throughout loading. 
4. Normal loading rate is 4,000 cu.m./hr. and the maximum loading 
ate is 4,600 sera 
umentation: All documentation will be completed by the Berthing/ 
ig Ing Master after the completion of loading on receipt of the shore 
Son Normally this is 3 hours — 4 hours. 
be aad ee immobilisation is forbidden at the SBM. Engines should 
veDIe, ready for use at any time at the Berthing Master's request. 
DENSI: 3 "ee or dental facilities at Gamba (See “Health”). 
FRESH WATER/FUEL: Not available. 
REPAIRS: Nene: French Consul in Port Gentil. 
BALLAST: 7 acilities available. 


WAY/DECK WATCHMEN: Not required. 
ie TOMS ALLOWANCES: No restrictions on Tobacco/Wine. 
TRIATION: Not permitted. 
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AIRPORT: Gamba airport is local airstrip and is connected to Port Gentil 
by daily service (Except Sunday). Port Gentil airport is connected to 
Libreville International Airport by daily services. Mail reaches any 
European country within seven days. 

TIME: GMT plus 1 hour throughout the year. 

HOLIDAYS: None which affect the Terminal. 

SHORE LEAVE: Not allowed. 

IDENTIFICATION CARDS: Not required. 

GARBAGE DISPOSAL: No facilities available. 

WASTE OIL DISPOSAL: No facilities available. 

DELAYS: Occasionally the berth is subject to heavy swell delays and 
from October to May tornadoes can be experienced from any direction 
and can be particularly dangerous. 

GENERAL: Deck Watch: When on the SBM, a responsible officer must 
be present on deck and a permanent watch must be maintained on the 
forecastle. 

Territorial Waters: The sovereignty of the Republic of Gabon extends 
up to 200 nautical miles from the lowest sea water mark along the coast. 
Mail: Mail will reach any European country within one week. 

Ship's Spares: Customs require originals of invoices for clearing spares. 
Copies are not acceptable. 

Stores/Laundry: Not available. 

AUTHORITY: Shell Gabon, Gamba Marine (OSU/4), B.P.146, Port 
Gentil, Republique du Gabon. Tel: (241) 558360. Telex: 8206 Go., 8214 
Go., 8249 Go. and 8260 Go. Cables: Shell Gabon Port Gentil. FAX: (241) 
558577. Contact: Captain J.A. Minshall, Marine Superintendent. 


AGENT: See “Port Gentil”. 


LIBREVILLE: 00.23 N. 09.26 E. 


PORT LIMITS: The seaward boundaries of the port within which a vessel 
is considered to be an “arrived ship” and (subject to C/P terms) laytime 
will commence is 2 miles off shore at Libreville Harbour. 
DOCUMENTS: See “Port Gentil”. 

PILOTAGE: None available. 

ANCHORAGES: Bottom of roads in Libreville slopes very gently down 
towards open sea. The greater the vessel's draft, the further out it must 
moor. e.g., ship of 7 m. to 8 m. draft will be moored approx. 1,500 m. 
from Harbour Pier. Ship 5 m. — 6 m. draft will be able to approach the 
Harbour Pier as near as 500m. to 600m. For reasons of safety, 
forbidden to come nearer, particularly during tornado season — February 
to May and September to December. 

RESTRICTIONS: No restriction imposed on entering or leaving the 
Estuary. Channel marked by 5 buoys provided with radar reflectors and 
flashing lights. Sixth buoy, called a “landing buoy" moored in roads, 
where vessels moor. 

MAX. SIZE: Shipmaster’s Report: March 1980. Max. draft 7.4 m. 
HEALTH: If there is sickness on board, Health Service warned by 
Consignor of vessels. Health Service can go on board to check state of 
crew's health. Immigration Service can also board to check crew list and 
condition of passengers, if any. 

RADIO: Libreville Radio: Radio-telephony from 0600 to 1800 hrs. GMT 
on 2182 kHz, Radio-telegraphy from 0600 to 1800 hrs. GMT on 500 kHz, 
call sign TRA 22; from 0800 to 0830 hrs.on 13101 kHz, call sign TRA 8; 
from 1630 to 1700 hrs. GMT on 8722 kHz, call sign TRA 8. 

TUGS: Tugs intended only for towing lighters, horse power 150 to 250, 
unsuitable for any harbour towing. 

BERTHING: Only for lighters and small coasters with a draft of less 
than 3m. Crews working unloading or loading of vessels in roads 
supplied by Consignor of the ship. Harbour Services have no radio 
apparatus. Shipping companies all have radio-telephone extensions, 
which allows them to be in permanent contact with vessel moored in 
roads. Unloading or loading operations of goods carried out by lighters 
which, towed by small tugs, ensure rotation between vessel in operation 
and quay. All this equipment belongs to shipping companies dealing 
with consignment of vessels in the roads. Every vessel arriving in roads 
must have its consignor. 

STEVEDORES: Available. ‘/ 

MEDICAL: Hospital available, and in case of necessity, patient or 
patients will be admitted. 

FRESH WATER: Water supply real problem, as there is no tanker to 
transport it. Therefore strongly recommended that any ship touching 
Douala coming from the North or Pointe Noire coming from South, 
should fill up at one of these ports. 

FUEL: There are fuel-tankers belonging to shipping companies. The 
tanker which provisions Libreville two or three times a week is tote ee 
alongside buoys in roads, (Position: Lat. 0° 23’ 51” N., 
a 9° 25’ 42” E.); fuel is transhipped by sea-line to tank on shore. 
FIRE PRECAUTIONS: No special precautions. 

CONSULS: None. 

REPAIRS: Small repairs possible. 

GANGWAY/DECK WATCHMEN: Carried out by crew. 
OPENING/CLOSING HATCHES: This is done with the tacit agreement 
of the ship's Officer and the Consignor. 

CARGO GEAR: Ship's own gear used. 

DRY DOCKS: None. 

REPATRIATION: No facilities. 

AIRPORT: 9 km. from the harbour. Links with French-speaking Africa, 
Switzerland, and France, also Johannesburg. 

TIME: GMT plus 1 hour. 

HOLIDAYS: 17th August, Independence of Gabon; ist May, Labour 
Day — these are the only holidays in force. 

SERVICES: None. 

SHORE LEAVE: Allowed. 
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IDENTIFICATION CARDS: Required. 

DELAYS: First come, first served method. 

GENERAL: Ship's Spares: Customs require originals of invoices for 
clearing spares. Copies are not acceptable. 

AUTHORITY: Capitainerie du Port. 


AGENT: Socopao-Gabon, B.P.4., Libreville. Tel: 70.26.35 and 70.21.53. 
Telex: 5212. Cables: “Freight Libreville”. Fax: (241) 70.23.34. 


LUCINA MARINE TERMINAL: 03.40 S. 10.46 E. 


(See Plan) 
LOCATION: Lucina offshore development consists of 6, four pile 
production platforms linked by submarine pipeline to the LP-1 production 
platform then to the Floating Storage Unit (FSU) “Banio”, which itself is 
linked to an export SBM. 
The production platforms are: 


LD1 Lat. 03° 41.0’ S., Long. 10° 44.3’ E. 
LD2 Lat. 03° 41.8’ S., Long. 10° 45.0’ E. 
LD3 Lat. 03° 42.5’ S., Long. 10° 46.0’ E. 
LD4 Lat. 03° 41.9’ S., Long. 10° 44.6’ E. 
LDS Lat. 03° 42.2’ S., Long. 10° 45.8’ E. 
LWD1 Lat. 03° 41.4’ S., Long. 10° 43.7’ E. 


The 85,000 tonnes FSU “Banio"” (Ex-tanker “Sitala”) is moored by 
means of 10 anchors in position Lat. 03° 40.0’ S., Long. 10° 45.8’ E. 

The FSU is connected with the export SBM by a 20in. x 1.0 km. 
submarine line. 
DOCUMENTS: 

Last Port Clearance. 

3 Lists of Ports for last 3 months. 

3 Stores Lists. 

4 Crew Lists. 

3 Vaccination Lists. 

3 Personal Effects Lists. 

4 Arms and Ammunition Lists. 

2 Animals Lists. 

2 Narcotics Lists 

2 Passenger Lists. 

1 Notice of Readiness. 
APPROACHES: Navigation Aids: 

LD-1 : Conspicuous flare, 
Morse “U” white 15 seconds. 


LD-2,3,4,5. 2 lights Morse “U” white 15 seconds. 
LWD-1 2 lights Morse “U" white 15 seconds. 
SBM Buoy QK. FL. White 2 seconds, 5 miles. 
FSU “Banio” Floatin: ete a unit shows: 

(a) All deck lights operational at night. 


(b) 2 lights, Morse “U” 15 seconds, 
1 forward and 1 aft. 
PILOTAGE: All tankers using the SBM must use the Shell Gabon 
pilotage service for both mooring and unmooring. The Berthing Master 
boards in a position approximately 2 miles N.W. of the SBM. Berthing 
takes place both day and night; should the Master be unwilling to berth 
at night then delays will be for the vessel's account. 

The pilot ladder should be rigged on the port side as per international 
requirements with the accommodation ladder 3.0 m. above the water. 

Vessels should arrive with derrick rigged and topped on the port side 
(minimum SWL 10 tonnes) in order to lift on board the mooring 
equipment and for the floating hose connections. The maximum stern 
trim of the vessel should be 8 ft. 

The Berthing Master and his assistant, who both remain on board 
throughout loading, also acts as the Ship's Agent and is the focal point 
for liaison with the shore, communications being by VHF. 

The pilot boat/mooring launch will assist mooring/unmooring and will 
stand-by throughout loading. A buoyant mooring rope should be 
provided aft by the tanker. Ship’s engines should be kept ready for use 
at any time at the Berthing Master’s request. 

ANCHORAGE: Vessels must anchor without assistance. The 

recommended anchorage is in a location 2.0 miles N.W. of the FSU in 

a water depth of 19 fathoms (34.0 m.). 

READINESS: Notice of Readiness will be accepted by the Berthing 

Master either: 

(a) At vessel anchoring time, if delayed at the request of the terminal, 
provided the vessel is within her date range. 

(b) On completion of mooring if vessel is berthed on arrival. 

(c) On commencement of lay-days if vessel berthed prior to 
commencement of lay-days. 

RESTRICTIONS: No draft restrictions. Depth of water is 114 ft. 

MAX. SIZE: Max. ship size 130,000 tonnes d.w.t., weather permitting; 

this is the absolute maximum. Max. distance bow to manifold — 465 ft. 

RADIO/VHF: Arrival Advice: Initial ETA should be sent to “Gamba 

Marine” via Telex or Fax at least 4 days before arrival. Subsequent 

confirmatory ETA messages should be passed to Gamba Marine by 

Telex or Fax every 24 hours. 

Telecommunications: Telexes can be sent to “Shell Gabon OSU/4/41”. 

Shell Gabon’s Telex No. is 8206-GO. If the matter is urgent please prefix 

the telex with “GETIM”. 

Telephone communication is also available with the following 
numbers: (Country code 241) Tel. No. 558360 or 558465. 
Hot 55 85 77. After hours telephone No. (241) 559114 or (241) 
559071. 

VHF: Power 25 watts. Call sign “Gamba Marine” or “Banio”. 

Watch on Channel 12. Working on Channels 12 and 6. Range about 
30 nautical miles. 

Tro}. in English language during office hours (0700 — 1200 and 1400 
-1 * 

Pilot launch: Watch on Channel 12 (when at sea). Range about 
20 miles. 
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HEALTH: Any sickness on board should be reported in the ary 

facilities are available for medical or dental treatment at Lucina. Vey 

should therefore call at Port-Gentil before or after loading. 

BERTHING: SBM Export Facility: 

Position f Lat. 03° 39.6’ S., Long. 10° 46.2’ E. 

Moorings (to buoy) : 2x16 in. nylons x 45.0 m. 

Moorings (to ship) 2x76 mm. stud link chafe chain. 

Buoy diameter 8.0 m. 

Buoy height 4.0 m. 

Buoy connection Connection to submarine lines on j, 

rotating centre swivel section. 

Chains with 120 ton holding power anch, 

865 ft. x 16 in. diameter hose. 

2150 ft. x 16 in. 

Submarine line 1,100 m. x 20 in. diameter line from Fgy 

Loading rate S Maximum 2,700 cu.m.p.h. 

MOORING: Mooring Procedure: Prior to the vessel's approach jp, 

buoy, the mooring launch will have carried out the following: 

(i) All cargo valves on the SBM opened, i.e. 2 seabed pipeline vay. 
2 submarine pipeline valves and SPM valve. 

(ii) | The floating hoses turned back and secured to the SPM. 

(iii) Starboard mooring line turned back around the SPM. 

The mooring launch will then connect a 150m. long x 250» 
circumference polypropylene messenger to the mooring chain pid, 
rope by means of a special screw type shackle and then stand-y 
receive the tanker-at the end of the cor J hose line. During night» 
operations the mooring launch can assist by illuminating the posite 
floating hose. 

When the tanker is within range, launch will connect the m 
to the ship's rope and the vessel will then be manoeuvred up tows 
the SPM until the mooring chain is on board and stoppered. 

On no account should the vessel be warped up to the buoy by mes 
of the winches and at no stage should excessive weight be allows: 
come on to the messenger, especially during adverse swell condite, 

The use of OCIMF stoppers is obligatory at Lucina and, if only» 
is available, the starboard rope should be made fast clear of the we 
but at a lesser tension. 

LOADING: Lucina Crude Oil Characteristics: 


Buoy mooring 
Floating hose 
Submarine hose 


Density at 15°C: 0.8300 

A.P.1. at 60° F 39.06 

B.S.W. 0.02 

Salinity 40 PPM. 
Loading Rate 2,700 cu.m/hr. 


Deballasting: There are no facilities for discharging ballast or sw 
ashore. Vessels must therefore arrive at the loading terminal with de 
ballast on board. 

Connection/Disconnection of Hoses: Connection and disconnectio 
carried out by the ship’s crew with advice from the Berthing Maste: 
his assistant. The hose is connected to the port side manifold usiy 
16 in. ASA 150 flanged connection. 

Loading Procedure: During the loading, the Berthing Master rem 
on board and acts as Loading Master and maintains permanent con 
with the terminal on VHF Channel 12. 

If required, the loading rate can be adjusted for topping-off tanks 
for completion of loading, or at any time if required. The Loading Mas 
should be advised at least 1 hour before the completion of load" 
A watchman must be stationed on the forecastle and in the mani 
area throughout loading. 

Documentation: All documentation will be completed by the Berths 
Loading Master after the completion of loading, on receipt of the sv 
and ship's figures. 

MEDICAL: “Health”. 

FRESH WATER: Not available. 

FUEL: Not available. 

REPAIRS: No facilities. Engines not to be immobilised whilst at the S® 
REPATRIATION: Not permitted. 

TIME: GMT plus 1 hour throughout the year. 

HOLIDAYS: None that effect operations. 

SHORE LEAVE: Not allowed. 

GARBAGE DISPOSAL/WASTE OIL DISPOSAL/SEAMAN’S CLUE 
S.B.M., so no facilities. 

CURRENCY: Currency is C.F.A. Rate is fixed at 50 C.F.A. equ! 
1 French Franc. 

GENERAL: Ship's Spares: Customs require originals of invoices’ 
clearing spares. Copies are not acceptable. 

Territorial Waters: The sovereignty of the Republic of Gabon exe® 
up to 200 nautical miles from the lowest sea water mark along the 0 
Mail: Mail will reach any European country within one week. 
AUTHORITY: Shell Gabon, Gamba Marine (OSU/4), B.P. 146, P 
Gentil, Republique du Gabon. Tel: (241) 558465. Telex: 82068 
Cables: Shell Gabon Port Gentil. FAX: (241) 55-8577. Contact: Cat® 
J.A. Minshall, Marine Superintendent. 


M’BYA TERMINAL, (Mayumba): 03.53 S. 10.56 E. 


LOCATION: The terminal is approximately 35 miles Southwes’ 
Mayumba, in position Lat. 03° 53.4’ S., Long. 10° 55.8’ E. 
PILOTAGE: All tankers mooring at the M’Bya loading buoy must # 
the Elf Gabon Pilot who should also be called upon in respect 
manoeuvres and unmooring operations. ' 
ANCHORAGE: Temporary Anchorage: Situated 2,000 m. West? 
loading buoy. _ 
Ships shall come to anchor without the assistance of the Pilot. 
of water 30 m. Nature of sea floor is sand and mud. : 
Under no circumstances shall vessels anchor in the prohibited 


+ 150,000 d.w.t. Max. draft 18.0 m. 

For tankers On second loading, the displacement shall not exceed 

100,000 a weet at the loading buoy is 30 m. at mean lowest tide. 
TH: Sanitary Inspection: This is carried out on arrival. However, 
remaining at anchor may have Customs and Health formalities 

eon out through their Agent. 

. Notice of Arrival: Tankers shall have their arrival at M’Bya 
wae by their agency representative 72 hours, 48 hours and 24 hours 


ae, they shall notify any appreciable change in the anticipated 
ame of arrival. — : 
cy Gabon Terminal (Port Gentil): 
~ permanent watch by radiophone 2,182 kHz (400 watt). 

(7,895 kHz information wavelength). ’ 

When a ship is expected, a permanent watch on VHF Channel 16 is 

ept by the Mayumba Terminal for short distance communications. 
> Ships must contact the Terminal in advance of their arrival. Elf Gabon 
wil inform the vessel whether berthing will take place on arrival or 
whether it must anchor. ; . 

VHF: A permanent watch on Channel 6 is compulsory whilst at 
anchorage and at the loading buoy. j ‘ 

TUGS: All vessels coming to moor at M'Bya Terminal are obliged to 
yse Elf Gabon tugs, the tugs supply their own towrope. 

Elf Gabon also supply line handling boats. 

LOADING BUOY: The CALM type buoy consists of a floating shell with 
a square cross section (side 8.50 m. x 8.50 m.) rotating freely around 
acentral well equipped with 4 anchoring chains. This buoy was designed 
ior loading ships of 30,000 d.w.t. to 150,000 d.w.t. 

The crude is conveyed from the sealine to the buoy by 2 x 16 in. 
dameter subsea flexible lines and from the buoy to the tanker by 
+x 16in. floating flexible line made up of 24 x 35 ft. sections 
andi x 30 ft. tanker rail hose, i.e. a total length of 270 m. The maximum 
operating pressure of this flexible line is 10.5 bars. The connecting flange 
is equipped with a Camlock quick-connection system. 

The tanker is moored with a “Samson” type system nylon hawser 
150 ft. long with a SWL of 348 tonnes. The hawser is spliced and 
equipped with a galvanized thimble and with 5 m. of chafing chain at 
each end (438 tonnes SWL). The length of chain to be taken on board 
the tanker is equipped with a float which has a buoyancy of 5,000 Ib. 

Attached to this chain is a 150m. long polypropylene hawser 
diameter 100 mm.) and a 50 m. long inhaul (diameter 45 mm.). 

One of the tanker’s hawsers is used as a safety mooring line, i.e. as 
aback-up to the main mooring line. 

The field personnel are responsible for line handling. A sufficiently 

messenger line (minimum 150 m.) should be available on the tanker 
to enable the Elf Gabon personnel to work in complete safety. 
MOORING: On board, mooring operations are carried out by the ship's 
crew which should comprise a sufficient number of competent hands to 
enable operations to be carried out quickly and safely. 

The vessel shall be equipped with a boatrope at least 150 m. in length 
to enable Elf Gabon personnel to work in complete safety. 

Notice of Readiness: Notice of Readiness shall be sent to Elf Gabon 
through the tanker’s Agent. 

Mooring Procedure: After having taken the Pilot on board in the 
temporary anchoring zone, the tanker shall approach the buoy at a 
reduced speed, following the instructions of the Elf Gabon Pilot. 

The means provided for mooring are as follows: 

1 supply boat (throughout the duration of the mooring period). 

1 small boat and a crew of 3 line handlers. 

1 Loading Master — Pilot who will remain on board the tanker 
throughout the mooring period. 

When the tanker’s bow is within 150 m. of the buoy, the tanker crew 
wil hand to the line handling crew the end of a messenger line which 
Siong enough (minimum length 150 m.) to be connected in complete 
salety by the Elf Gabon personnel to the inhaul of the main hawser. The 
lanker crew will then haul in the chafing chain of the main hawser by 
‘eaving on the floating inhauls. This manoeuvre requires the full 
attention of the crew. The Pilot shall be immediately notifed of any 
modification in the behaviour of the hawser. The distances between the 
cow of the tanker and the buoy shall be regularly communicated to the 
Pilot as well as the orientation of the hawser (the crew must be well 
Yained in this manoeuvre). When the chafing chain has been heaved 
onto the forecastie, it will be connected as quickly as possible to another 
'0pe of the tanker as indicated by the Pilot. 

During the entire operation, the supply boat will have the 16 in. flexible 
‘ading line in tow by its end and will keep it well away from the buoy 
%9 that it is not damaged during the manoeuvre. 

Once the ship is moored, the supply boat will draw near the end of 
he flexible loading line under the cargo boom of the tanker (on the port 
Side and rigged in advance) and the end of the flexible loading line shall 
%e slung and heaved on board. 

Ship shall be equipped with derricks and slings or straps required 
= Stopping and securing the loading line at the tanker's rail. Once this 
in penected to the manifold on board, the supply boat shall be taken 
ro by its stern. The supply boat will then be at the disposal of the 

nker Personnel who will keep a permanent watch on the buoy and, if 
ot Sary, increase the tension in the tow rope in order to avoid collision 

ne ship and the buoy. Once the ship is under tow, the loading 
toons may begin. 
pees For tankers on second loading, the mooring procedure may be 

LOAD according to the Pilot's instructions. 

sat ING: An Elf Gabon representative, responsible for loading and 

ae on permanent watch on board. The Master must supply him 
| relevant information and assistance required to ensure 

Al ‘Ons run smoothly. 

emenchanges of information on the site shall be on VHF Channel 6. 
sosbrtene on this channel is compulsory during the entire 

iod. 
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When the tanker is ready for loading, i.e. when the circuits have been 
set up and have been checked, the Chief Officer (i.e. the officer-in- 
charge of loading operations) will ask USF 1 to begin pumping. 

Pumping rate 3,000 cu.m.p.h. 

The Master will be held entirely responsible for operating the valves 
and for safe loading on board his ship. 

If necessary, pumping speed can be reduced. 

At least 10 minutes before loading is finished, the Terminal should be 
notified of the moment pumping should be stopped. 

When loading is over, the tanks (ullages) will be inspected by a ship's 
officer in the presence of an Elf Gabon representative. 

Average samples taken from each tank where the crude was loaded 
will be furnished to the ship by the Terminal. 

These samples will be numbered and labelled showing the origin of 
the crude. 

Handing Over of Documents: Generally speaking, handing over of 
documents takes place while on site. However, Elf Gabon reserves the 
right to order a ship to get underway immediately after loading and await 
documents at anchor. 

BALLAST: Ballast on Arrival: Ships must arrive with clean and sufficient 
ballast and correct trim and be able to manoeuvre with complete safety. 

Ballast on arrival shall be at least 30% of the deadweight capacity or 
must provide the vessel with an average draft of not less than 50% of 
the loaded draft. 

Fuel tanks, fresh water tanks and miscellaneous supplies are not 

considered as ballast in the weight estimate. 
Deballasting — Sea Pollution: Any vessel mooring with polluted ballast 
may be requested to leave the loading buoy. The cost of any resulting 
delay will be for the account of the vessel. Furthermore, Elf Gabon 
reseves the right to refuse to load the tanker. 

Elf Gabon decline all responsibility in respect of any violation 
committed on board, in respect of the International Regulations for the 
prevention of sea pollution by hydrocarbons. Masters will be notified in 
writing each time any violation of these regulations is observed by the 
Elf Gabon representative. 

Inspection of tanks after deballasting and before loading is carried out 
in the presence of the Elf Gabon representative. 
GARBAGE DISPOSAL: No facilities available. 
WASTE OIL DISPOSAL: No facilities available. 
GENERAL: Charts/Publications: Masters will 
particularly useful: 

French Chart drawn up by the Marine Hydrographic Department 
No. 6666 SH. 

French nautical instructions, Volume V — Series C, African West coast, 
2nd volume. 

Book of Lights and Fog Signals, Series C. 

AUTHORITY: Elf Gabon, P.O. Box 525, Port Gentil, 
Tel: 75 60 00. Telex: 8210-8216, 8262. 


find the following 


Gabon. 


OGUENDJO TERMINAL: 01.27 S. 08.55 E. (See Plan) 


LOCATION: Oguendjo Oil Terminal is located in the territorial waters of 
the Republic of Gabon and consists of: 

1. Production Platform “B” located offshore in_ position 
Lat. 01° 26’ 44.5” S., Long. 08° 57’ 15” E. and Production Platform “C” 
located offshore in position Lat. 01° 28’ 13.5” S., Long. 08° 54’ 00” E. 
and Production Platform “Z” located offshore in _ position 
Lat. 01° 26’ 1.04” S., Long. 08° 56’ 43.27” E. 

2. An offshore loading berth composed primarily of a floating storage 
vessel, “Bon Bateau”, permanently affixed by a “wishbone” rigid 
mooring arm to a single point mooring buoy. 

3. A submarine pipeline which runs from Production Platform “B” to 
the floating storage vessel, and a submarine pipeline which runs from 
Production Platform “C” to the floating storage vessel. 

The floating storage vessel is located S.W. of Port Gentil in 
approximately 90 ft. of water and is situated in open and unsheltered 
waters approximately 9.5 miles off the coast in _ position 
Lat. 01° 27’ 20.5” S., Long. 08° 55’ 00” E. (See “Plan”’.) 

The Company's administrative offices are located in Port Gentil. The 
Company's terminal offices, storage facilities and laboratory for testing 
stock are located onboard the floating storage vessel located at the 
loading berth. 

DOCUMENTS: 4 copies each of the following documents are required 
when calling at Oguendjo Oil Terminal: 

(a) Health Declaration and Vaccination Certificate for each crew 

member (vaccination against yellow fever is mandatory). 

(b) Crew List. 

(c) Derat Certificate/Derat Exemption. 

(d) Crew Customs Declaration. 

(e) Stores List. 

(f) Animal List. 

(g) Passenger List. 

(h) Narcotics List. 

(i) Clearance from Last Port. 
(j) Arms and Ammunition List. 

(k) Manifest. 

The vessel's registry and the up-to-date oi! record book shall also be 
made available to the Mooring Master and appropriate governmental 
Officials. 
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APPROACHES: Approaches, Navigational Aids and Landmarks to 
Oguendjo Oil Terminal: Vessels are referred to the appropriate 
Hydrographic Office publications, Admiralty publications and official 
charts for the approaches, navigational aids and landmarks to Oguendjo 
Oil Terminal. Caution, however, is required when navigating near the 
Terminal since oil installations and marine activities may be encountered 
and mariners are recommended to pass to seaward of all such areas 
and are advised not to anchor or fish in the vicinity of such oil installations 
or their pipelines. Mariners are specifically cautioned that an oil well area 
exists S.S.W. of Port Gentil and all navigation is restricted in the area 
within a line joining the following positions: Lat. 00° 44’ 30’S., 
Long. 08° 45’ 00” E.; Lat. 00° 46’ 40” S., Long. 08° 38' 26” E.; 
Lat. 01° 09’ 22”S., Long. 08° 28’ 36” E.; Lat. 01° 35’ 54” S., 
Long. 08° 38’ 03” E.; Lat. 01° 35’ 54”S., Long. 09° 12’ 35”"E. (See 
“Plan”). 

Approach to Terminal: 

Anchorage Area: The customary anchorage area for vessels awaiting 
the loading berth at the Terminal is a rectangular area with the following 
co-ordinates: Lat. 01° 36’ S., Long. 08°57’ E.; Lat. 01°36’ S., Long. 
09° 02’ E.; Lat. 01°40’ S., Long. 08°57'E.; Lat. 01°40’ S., Long. 
09° 02’ E. and with its centre located about 14 miles S.S.E. of the loading 
berth in position: Lat. 01°38’ S., Long. 08°59.5' E. (See ‘“Plan”). 
Anchorage within the restricted area referred to in Section above is 
prohibited unless otherwise designated by the Company or the Mooring 
Master. 

Access Lane: The access lane from the customary anchorage to the 
Terminal is an area approximately 1.7 miles in width and with axis which 
runs from the anchorage area for approximately 12 miles in a direction 
of 325° true to the Mooring Master's pick-up zone. (See “Plan’). 
Mooring Master Pick-up Zone: The Mooring Master pick-up zone is a 
N.W. aligned semi-circle with a radius of 2.2 miles and with a centre 
position at Lat. 01° 27.5'S., Long. 08° 54” E. Following receipt of 
instructions from the Company or the Mooring Master, a lifting vessel 
should proceed from the a area through the access lane to the 
Mooring Master's pick-up zone where the lifting vessel will be boarded 
by the Mooring Master for berthing or where the lifting vessel may be 
requested by the Company or the Mooring Master to temporarily anchor 
to await permission to enter the loading berth. (See “Plan’’). 

Terminal Safety Zone: Lifting vessels are prohibited from navigating 
within the safety zone at the Oil Terminal at any time unless the Mooring 
Master is on board. The safety zone is bounded by lines connecting the 
following points: 


Point Latitude (South) Longitude (East) 
(a) 01° 28.75’ 08° 54.10’ 
(b) 01° 26.85’ 08° 57.82’ 

(c) 01° 26.32’ 08° 57.27’ 
(d) 01° 26.32’ 08° 55.66' 


(e) 01° 27.96' 08° 53.52’ 

PILOTAGE: Mooring Master: Lifting vessels to be moored at the 
Loading berth will be boarded by a Mooring Master either at the 
customary anchorage or at the Mooring Master pick-up zone (see 
“Approaches”). The Mooring Master will be provided by the Company 
and will act as the Loading Master during loading operations. Lifting 
vessels will not be allowed to approach or depart from the loading berth 
without the assistance of the Company-designated Mooring Master. The 
Mooring Master will advise the lifting vessel personnel on the 
approaches to the loading berth; the operations of mooring and 
unmooring; the raising, connecting, disconnecting and lowering of the 
floating cargo hose, and in all other operations within the loading berth 
area. The Mooring Master will be in direct charge of the portable VHF 
radiotelephone and all the ship-to-tug and_ ship-to-launch 
communications will be by portable VHF radiotelephone. The lifting 
vessel's oil residue book shall be made available for inspection by the 
Mooring Master on his arrival at the lifting vessel. All manoeuvring of 
lifting vessels within the loading berth area shall be performed by the 
lifting vessel personnel as directed by the lifting vessel's officer in charge 
and in accordance with the procedure advised by the Mooring Master. 
the lifting vessel's Master or licensed deck officer must be on the bridge 
at all times while lifting vessels are manoeuvring. 
Pilot Ladder: Lifting vessels are required to have a clean and efficient 
pilot ladder fitted with spreaders and manropes, safely and securely 
rigged, ready for the Mooring Master to embark and disembark on the 
port side of the lifting vessel and of sufficient length to reach the Mooring 
Master's launch. If at night, adequate lighting must be rigged overside 
for the Mooring Master to approach or depart from the port side of the 
lifting vessel and to use the pilot ladder safely. A lifebuoy with safety 
line and self-igniting light together with a rope messenger for the Mooring 
Master's bag shall also be available at the pilot ladder head. Lifting 
vessels shall afford a “Good Weather Lee” and shall reduce speed as 
directed by the Mooring Master in order to effect the safe embarking or 
disembarking of the Mooring Master. 

Whenever, as in the case of large lifting vessels in light condition, the 
freeboard exceeds 30 ft., the accommodation ladder shall also be in use 
in conjunction with the pilot ladder and shall be lowered to about 12 ft. 
above the water with the pilot ladder rigged immediately adjacent to the 
bottom platform of the accommodation ladder. A mechanical hoist of an 
improved pattern shall be considered an acceptable alternative to a 
conventional pilot ladder for use in conjunction with the accommodation 
ladder, but a mechanical hoist whose operation relies upon a single wire 
shall not be considered of an approved pattern. The rigging of the pilot 
ladder for the embarkation and disembarkation of the Mooring Master 
shall be supervised by a licensed officer of the lifting vessel and shall 
be positioned so that the ladder is well clear of any overboard discharge 
and so that each step of the ladder rests securely against the lifting 
vessel's side. If, in the opinion of the Mooring Master, the pilot ladder 
is not safe, the Mooring Master may refuse to board the lifting vessel 
and any delay caused by such refusal shall be for the lifting vessel's 
account. 

Lifting vessels shall provide food for the Mooring Master while on 
board the lifting vessel and shall accommodate the Mooring Master in 
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the Pilot's cabin. Should the lifting vessel not be equipped with ; 

cabin, the Mooring Master shall be accommodated in a cabin ; 

to that required for an officer on the lifting vessel. The Moori 

shall have access to the bridge and/or central area of the lifting veg 

and such areas shall not be locked or otherwise arranged to Prey 

immediate entry at any time by the Mooring Master. 

ANCHORAGES: See “Approaches”. 

RESTRICTIONS: The Terminal is operated 24 hours a day, 7 

week, weather and other circumstances permitting. Vessels are hoy 

and unmoored at any hour, weather and other circumstances 

Vessels are moored during daylight hours only, weather ang o 

circumstances permitting. 

MAX. SIZE: Max. draft 60 ft. Max. d.w.t. 170,000. Max. displacen 

200,000 tons. 

The Mooring Master may allow lifting vessels in excess of 17)» 
d.w.t. to moor at the loading berth provided the lifting vessel first ob 
the written permission of the Company to moor at the facility. 
RADIO/VHF: Initial Radio Communications: The radio station ons 
“Bon Bateau” will handle the initial radio communications between | 
vessels and the Company. The “Bon Bateau”, call sign ELCT 
equipped with Mariset and maintains Mariset number SINGX 12414 
Advice of Arrival: \t is important that lifting vessels establish radio con, 
with the Company when 3 days’ distance from Oguendjo Oil Temp 
and maintain such contact until just prior to arrival at the Terminal. is 
vessels should send an ETA message to the Company (Telex: 9 
8268) not less than 72 hours prior to arrival at the Terminal, provid 
the following information: 

1. The estimated time of arrival and name of local Agent. 

. The estimated draft, fore and aft, upon arrival. 

The quality of crude oil to be loaded and the grade of such, 

. The estimated sailing draft. 

. The last port of call. 

. Whether the lifting vessel has a clean Bill of Health. 

The distance from the bow to the centre of the lifting vess 

manifold. 

poet fay equipment available on the bow of the lifting vessel (e, 

Smit's Bracket, chain stoppers). 

. Confirmation that hose handling gear and mooring equipme: 
navigation equipment, radars, steering gear, and 
propulsion are in good order and condition, that the lifting vess 
can accept a 20 in. (reducing to 16 in.) diameter floating hy 
fitted with a 150 ASA Camlock flange. 

10. Whether the lifting vessel intends to load-on-top of existing sk 
and, if so, advise as to the quantity of slops in each tank on whe 
cargo will be loaded-on-top. 

This first ETA message should also include a definite statement: 

the details of any equipment required from the floating storage ves 
for connecting the floating cargo hose to the lifting vessel's mani 
Further ETA messages should be sent to the Company when the vess 
is 48 hours and 24 hours distance from Oguendjo Oil Terma 
confirming or giving notice of any change in the 72 hour ETA anda 
other time after the 24 hour ETA message when a change by more tt 
2 hours occurs in the ETA. The 24 hour ETA message should incyt 
a positive statement regarding the lifting vessel's Readiness to Loads 
arrival and the number of hours that will be required by the lifting vess 
to discharge clean ballast. 
TUGS: The Company has a tug in the area equipped with fire fight) 
apparatus. Also see “Berthing — Mooring Operation”. 
BERTHING: Loading Berth: Lifting vessels are loaded by means 0! 
floating cargo hose which runs from the floating storage vessel to® 
lifting vessel. The floating storage vessel is loaded by means 0 
submarine pipeline which runs from Production Platform “B” and: 
submarine pipeline which runs from Platform “C” to the single po 
mooring buoy to which the floating storage vessel is permanently aff 
Mooring Facilities: The floating storage vessel is permanently affie 
by a “wishbone” rigid mooring arm to the single point mooring tw 
which has been secured to the seabed by 4 anchor legs. Lifting vess* 
are moored from their bow to the bow of the "omg Sexes vesse ? 
means of a terminal supplied 16 in. braided mooring hawser with a 20! 
length of 3in. chain attached to each end of the hawser. Up 
completion of mooring, the mooring hawser will run from the bow off 
floating storage vessel to the bow of the lifting vessel and will a 
about 200 ft. of water to separate the bow of the two vessels. The load 
berth will accept vessels up to 170,000 d.w.t. (Also see “Max. Si? 
with displacement not to exceed 200,000 tons. The floating stow 
vessel is equipped with anchorage lights and a red (360°) displayed? 
its top mast. 
Mooring Operation: The Company will provide a esa launch t 
assist tug to assist in the mooring and unmooring of the lifting ves* 
The mooring launch and assisting tug will be based at the loading b& 
and will operate under the direct control of the Mooring Master. W 
the lifting vessel proceeds to within a reasonable distance from® 
loading berth and upon advice from the Mooring Master, the messe# 
line of the lifting vessel will be lowered to the mooring launch and # 
be carried by the launch to a floating buoy where the messenge™ 
will be secured to an 8 in. circumference pick-up rope. The Mom 
Master will advise the lifting vessel to heave in the ropes until the chalt 
chain located at the end of the pick-up rope comes aboard. This 
chain will be secured to the lifting vessel's bitts or Smit Bracket or 
stopper in such a manner that the Terminal-supplied 180 ft. long brat 
nylon hawser, which is affixed to the opposite end of the chafing che 
will remain outside the lifting vessel thereby allowing the chafing 

at the fairleads of the lifting vessel to be taken by the chafing cha 

mooring details in the sequence of movements shall be directed Dy" 

lifting vessel's officer in charge following consultation with the 

Master. 

When the mooring operations have been completed, fire wires st 
be secured to the lifting vessel's bitts and one fire wire led out 
bow and one fire wire led out of the stern of the lifting vessel's port s8 
The fire wires should be of at least such a length that the eyes 
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imately 6 ft. above the surface of the water at all times so that 
po mee be readily available to a tug in case of an emergency. 

ney s Alertness: The loading berth is in open and unsheltered waters 
sod the MoorING is a flexible system; therefore, from the time the Mooring 


cage at all times on all deck winches and windlass and other gear 
the vessel. The lifting vessel's engines, steering machinery and 
ye ent manoeuvring equipment must likewise be maintained in 


constant readiness with full power for immediate use so as to allow the 
vessel to manoeuvre in order to avoid a possible collision with the 
eating storage vessel Or So as to allow the lifting vessel to depart from 
ng berth at any time following a request by the Mooring Master 

» the Company to do so. j f 
The lifting vessel's personnel should be at their stations and alert at 
ai times during mooring, unmooring, hose handling and cargo loading 
4s. Where lifting vessels are equipped with an electric clutch 
control to the propeller shaft, such lifting vessels must disconnect the 
| clutch control and the manual clutch control so that there will 
ne no possibility of the engine engaging the propeller shaft while the 
vaing vessel is moored. Where lifting vessels are turbine vessels are 
required to turn their propellers, such lifting vessel must turn such 
lers in reverse motion. A constant watch in the engine room, 
| ‘ontrol room, cargo control room and on the bridge shall be provided at 
aitimes aboard any lifting vessel while at/or in the vicinity of the loading 


Terminal Communications: The floating storage vessel is 
ipped with VHF radiotelephone using international frequencies and 
maintains a radio watch on the international VHF marine Channel 16. 
Not less than 12 hours prior to the lifting vessel's ETA at Oguendjo Oil 
_ Terminal, the lifting vessel is required to maintain a radio watch on R/T 
Frequency 2182 kHz and on VHF Channel 16. Masters are 
recommended to use this facility as soon as the lifting vessel is within 
range since such communications are the best means of avoiding delay 
athe mooring of the lifting vessel. While the Mooring Master is on board 
the liting vessel, the Mooring Master will be in direct charge of the 
portable VHF ship-to-terminal radiotelephone and all ship-to-terminal, 
ship-to-tug and ship-to-launch communications will be by portable VHF 
radiutelephone. The Mooring Master will advise the Master and officers 
regarding the emergency whistle signals set up for use in the event the 
VHF radiotelephone units become inoperative. The use of the lifting 
vessel's radio station and/or battery charging equipment is prohibited 
during cargo loading operations. 
| Radio Watches: While at the anchorage awaiting the loading berth, lifting 
vessels should maintain a pr gee fe watch on R/T Frequency 2182 kHz 
and on VHF Channel 16 with the floating storage vessel. 
LOADING: Vessel’s Gear: Prior to the arrival of any lifting vessel at the 
pading berth, the derrick of the lifting vessel should be up and ready to 
ifthe mooring and hose connection gear onboard the lifting vessel. The 
ting vessel must be equipped on the forecastle head with all equipment 
reommended in the latest OCIMF publication on standards for 
equipment recommended for employment in the mooring of ships at 
sngle point moorings. The Smit Bracket or chain stopper shall be free, 
open and greased and a large coil of messenger line with sledgehammer 
and other necessary tools for mooring must be available. In the event 
that the lifting vessel is not equipped with Smit Brackets, snotter ropes 
shall be employed. The warping winches or windlass should be in good 
working order and condition at all times while at the loading berth and 
must be adequate to handle mooring lines under heavy strain and 
ficient stoppers must be readily available to “hang-off’ the mooring 
ines and transfer same from the winch to the bitts. 
| _ Onthe starboard side opposite the lifting vessel's manifold, there must 
Se equipment rated by an approved Classification Society and capable 
difting the floating cargo hose safely and efficiently (a 10 long ton lift) 
fom the sea surface over the starboard rail to the lifting vessel's 
Tanifold. Lifting vessels must also have an adequate supply of nuts, 
tolls, gaskets and wrenches to connect the floating cargo hose. If, in 
he opinion of the Mooring Master, the lifting vessel is not equipped with 
adequate mooring or loading facilities or lines or gear, the Mooring 
Waster must so inform the lifting vessel's Master and in such event the 
‘ting vessel will not be bought into the loading berth until the facilities 
wlines or gear are deemed satisfactory by the Mooring Master. 
Rate of Loading: The crude oil flow is by pump and the maximum crude 
al loading rate for lifting vessels using 1x16in. deck hose is 
‘proximately 30,000 bbis.p.h. or approximately 4,000 cu.m.p.h. In 
order to save vessel time and make the loading berth available for other 
iting vessels, it is requested that clean ballast be pumped as fast as 
sossible and that lifting vessels receive oil as fast as it can be delivered, 
with both Operations having due regard for safety. It is also requested 
a any “Y" pieces, strainers or mud boxes restricting the flow of crude 
into the lifting vessel, be removed before the arrival of the lifting vessel 
atthe loading berth. 
ng: Tenders to load crude oil will normally be accepted and the 
®ading berth will be assigned to a lifting vessel in the order of its arrival, 
bay the lifting vessel has a nomination for crude oil valid at the time 
S in all respects equipped and ready to moor. In the event that 
Ng is delayed on account of weather, the lifting vessel will keep 
Position in line. Should the lifting vessel be required to leave the area 
account of weather, the lifting vessel should keep in radio contact 
the Terminal in order to make the lifting vessel available as soon 
Fog apa moderates. The Company reserves the right to load lifting 
that Out of turn” following the return of good weather, to the extent 
other if loading “out of turn” does not materially delay the loading of 
ifting vessels in line. For example, should weather make it 
the for a specific lifting vessel waiting at the loading berth or at 
Vasco erage to vacate the area, the Company may load another lifting 
Which arrived at the anchorage after the specific lifting vessel but 
return of the specific lifting vessel which was waiting in line 
of the other lifting vessel. 
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Connecting Hose: After the lifting vessel has been securely moored, the 
floating cargo hose will be hoisted to the lifting vessel's starboard side 
rail amidship by the lifting vessel's equipment. The floating cargo hose 
is a 20 in. (reducing to 16 in.) diameter floating hose, about 1,025 ft. in 
length, fitted with a 150 A.S.A. Camlock flange for connection to the 
vessel's manifold. The lifting vessel should have adapters and fittings 
onboard so as to enable such floating cargo hose to be connected to 
the lifting vessel's manifold. The raising, connecting, disconnecting and 
lowering of the floating cargo hose will be performed by the lifting 
vessel's crew as directed by the lifting vessel's officer-in-charge who 
must be present at all times during such operation and in accordance 
with the procedure advised by the Mooring Master who will remain on 
board as Loading Master during the entire time the lifting vessel is at 
the loading berth. Particular care should be taken during all such hose 
operations to avoid damage to the floating cargo hose and its fittings. 
Loading Readiness and Arrival Time: Upon the arrival of the lifting vessel 
at the customary anchorage for the loading berth, the Master or his 
agent shall give the Company notice by letter, telegraph, wireless, or 
telephone that the lifting vessel is ready to load. Laytime shall commence 
upon the expiration of 6 hours following the acceptance of such notice 
by the Company provided that the lifting vessel has been nominated to 
load cargo and the Terminal holds such cargo nomination and further 
provided that the Mooring Master has deemed the lifting vessel to be in 
all respects ready to moor and load. The Notice of Readiness will be 
accepted only between 0600 hrs. and 1800 hrs. but will not be accepted 
at any time when Oguendjo Oil Terminal is closed. If, however, the lifting 
vessel is moved to the loading berth without delay after having arrived 
at any time and the lifting vessel is in all respects ready to moor and 
load in the opinion of the Mooring Master, the Notice of Readiness will 
be accepted at the time the Mooring Master boards the lifting vessel. 
Laytime shall continue until the floating cargo hose has been 
disconnected from the lifting vessel's manifold. 

Responsibility: Prior to the commencement of any cargo loading 
operation, the Mooring Master and the officer-in-charge of the loading 
operations for the lifting vessel shall engage in a pre-loading conference 
to formulate a loading plan and to ensure that the lifting vessel is in all 
respects ready to load. No cargo loading shall take place without the 
permission of the Mooring Master which permission shall not be given 
until the pre-loading conference and the Lifting Vessel Safety Check 
List, have been completed. The lifting vessel's Master shall remain 
responsible for the safety of the lifting vessel and all operations on board 
the lifting vessel at all times. The Mooring Master will advise the officer- 
in-charge of the loading operations for the lifting vessel with respect to 
the loading pressures and hazards but the Mooring Master will not direct 
any aspect of the loading expect as may be necessary to protect the 
loading berth and related facilities and equipment. The manipulation of 
the lifting vessel's valves is the direct responsibility of lifting vessel's 
personnel. The Mooring Master shall have the right to suspend cargo 
loading operations or to require the lifting vessel to unmoor and depart 
from the loading berth at any time when the mooring plan, pre-loading 
plan or the safety requirements and regulations set forth herein are not 
being followed by the lifting vessel or at any time the Mooring Master 
believes or becomes aware of the existence of any other reason which 
in his opinion shall require the suspension of the mooring or the loading 
of the lifting vessel. 

Oil Valve Control: The incoming oil stream is controlled on the floating 
storage vessel and the lifting vessel's valves must not be closed against 
the incoming oil stream. Such a procedure creates an excessive 
pressure which may damage the hose or other terminal facilities and 
could result in a pollution incident. Lifting vessels will be held legally 
responsible for any damage resulting from the lifting vessel's failure to 
observe this precaution. Frequent checks of the cargo loading must be 
made by lifting vessel personnel during the loading operation so that a 
reduction in the loading rate, before topping-off the final tank or tanks, 
may be arranged through the Mooring Master by the officer-in-charge 
of the loading operations for the lifting vessel. A normal standby warning 
should be given about 20 minutes before the shutdown of the loading 
operations. Upon the request from a lifting vessel to shut down the 
loading operations, a minimum of 3 minutes will normally be required to 
stop the flow of crude oil. Lifting vessel's personnel shall be responsible 
for the call to stop the loading of the lifting vessel. When cargo has 
ceased to flow, the valves on the floating storage vessel will be closed 
and the lifting vessel's manifold valves may then be closed. 
Emergency Signal: The emergency signal employed at Oguendjo Oil 
Terminal shall be the continuous blast on a vessel's whistle. Should 
normal ship-to-terminal communications fail, the emergency signal must 
be sounded by the lifting vessel. Steam or air should never be shut-off 
from the whistle of the lifting vessel during loading. Whenever the 
emergency whistle signal is used, the tug will be summoned to standby 
and all loading operations will be shut down until communications can 
be established with the vessel giving the signal. For this reason, it is 
requested that lifting vessels in the area refrain from using their whistles 
for other than essential purposes and that the use of the “continuous 
blast” whistle signal be reserved for emergency purposes only. All crew 
members who stand a deck watch during the transfer of crude oil are 
expected to know the emergency shutdown signal. 

Code Flag: During all cargo loading operations, the International Code 
Flag “B” shall be displayed from a topmast signal halyard during daylight 
hours and a red light shall be displayed during the hours of darkness. 
The red light should be of a character as to be visible at a distance of 
at least 2 miles and show an unbroken light around the horizon. 
Terminal Stops: Request for the terminal to stop the flow of crude oil at 
a predetermined tonnage must be made in writing to the Company and 
will be deemed to include the statement and understanding that the 
Company will not be responsible for (1) any errors, cost or claims arising 
from such request and (2) any crude oil loaded in excess of that 
requested will not be pumped back aboard the floating storage vessel. 
Some delays in stopping the flow of crude oil are always incurred when 
such a stop request is made. 
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BALLAST: Precautions and Rules: There are no facilities for the off- 
loading of dirty ballast but clean oil-free ballast may be discharged 
overboard from the lifting vessel. It is the responsibility of the Master of 
the lifting vessel to see that no oil (crude, bunker, diesel, bunker C, 
slops, residues, contaminated ballast water, or oily bilge water) is 
pumped or spilled overboard from the lifting vessel. All deck scuppers 
must be plugged tight and adequate drip pans with sand and sawdust 
must be provided where necessary on deck for use at all times, 
especially when disconnecting hoses, in order to prevent any such loss 
of oil overboard. The waters in and adjacent to the loading berth must 
not be polluted and only clean, oil-free, ballast may be discharged inside 
of a line running 50 miles from and parallel to the coastline of the 
Republic of Gabon. 

The discharge of oil mixtures from lifting vessels while en route to 
Oguendjo Oil Terminal is prohibited except when the following conditions 
are all satisfied: 

(1) The instantaneous rate of discharge of oil content of the oily 
mixture does not exceed 60 litres per mile. 

(2) The total quantity of oil discharged on the ballast voyage does 
not exceed that quantity permitted by the International Convention for 
the Prevention of Pollution from ships 1973 as modified by the Protocol 
of 1978 related thereto, and 

(3) The rch vessel is more than 50 miles from the nearest point on 
the coastline of the Republic of Gabon. 

Masters are warned that when ee at il of dirty ballast or bilge water, 
(50 miles or more from the coastline of the Republic of Gabon), all 
pipelines, sea suctions, strainers and pumps which are later to used to 
discharged clean ballast, must be flushed clean, so that there will be no 
chance of even a small amount of pollution when the clean ballast is 
pumped overboard. 

Lifting vessels must have sufficient ballast for safe manoeuvring and 
where practicable, should arrive at the loading berth with the propeller 
completely submerged amd properly trimmed. The Mooring Master may 
refuse to permit the mooring of any lifting vessel not in compliance with 
these requirements until the vessel takes on sufficient ballast and/or 
alters her trim to meet these requirements. 

As soon as practicable after arrival, lifting vessel's tanks will be 
inspected for evidence of oil in ballast and during the discharge of ballast 
a similar inspection will take place. If evidence of oil appears at either 
of these inspections, the lifting vessel must vacate the loading berth and 
discharge such dirty ballast. 

Any lifting vessel required to vacate the loading berth for the purpose 
of discharging dirty ballast, cleaning tanks or for any similar reason, 
automatically nullifies any Notice of Readiness already tendered and at 
the same time loses any priority held for loading. Lifting vessels must 
tender a new Notice of Readiness upon their return and lifting vessel 
will be entered for loading upon the Company's acceptance of the new 
Notice of Readiness. 

Pett vessels must keep a constant watch on the side of the lifting 
vessel from which clean ballast is being discharged for any indication 
of water discolouration or oil sheen. Discharge of ballast must be 
immediately suspended should there be any indication of discolouration 
or sheen and the Mooring Master shall be immediately informed of such. 
An investigation of any such discolouration or sheen shall be carried out 
by the lifting vessel and the findings reported to the Mooring Master. 
Discharging shall not resume without permission of the Mooring Master. 

If, during any inspection or during the process of loading, it is revealed 
that a lifting vessel's tank is not oil-tight, the lifting vessel will be rejected 
by the Mooring Master and refused further loading until satisfactory 
evidence of effective repairs is submitted and the lifting vessel is duly 
certified by Lloyd’s Register of Shipping, American Bureau of Shipping 
or another similarly recognised classification society. 

In addition to the lights usually displayed, lifting vessels are required 
to illuminate the oy vessel and the waters around the lifting vessel 
with all available and suitable searchlights and floodlights during the 
discharge of clean ballast and the loading of crude oil during the hours 
of darkness and restricted visibility. Such illumination must be to the 
satisfaction of the Mooring Master and must be undertaken so as to 
assist in the loading operations and in order that any oil on the surface 
of the sea may be readily detected and appropriate action taken. Lifting 
vessels unable to illuminate the sea satisfactorily may not discharge 
ballast or engage in the loading of crude oil during the hours of darkness 
and any such delay shall be for the account of the lifting vessel. 
Loading and Deballasting Simultaneously: Lifting vessels equipped with 
a separate system of ballast tanks will be allowed to discharge clean 
ballast and load oil simultaneously, providing that the approval of the 
Mooring Master if first obtained. 

MEDICAL: Emergency Medical Assistance: Lifting vessels requiring 
emergency assistance should contact Oguendjo Oil Terminal by VHF 
radio and supply the necessary pertinent information which will be 
passed on to the vessel's Agent. Neither medical nor hospital facilities 
are available at Oguendjo Oil Terminal, but private doctors and hospital 
facilities are available in the town of Port Gentil. 

FRESH WATER: Not available. 

FUEL: Not available. 

CONSULS: Consular or diplomatic representatives for many nations 
maintain offices in the town of Port Gentil and Libreville. 

REPAIRS: The Masters of lifting vessels loading at the loading berth 
are advised that the loading berth is located in open and unsheltered 
waters and under no circumstances may engines be shut down for 
repairs while the lifting vessel is at the loading berth or at the anchorage. 
There are no facilities for making repairs to a lifting vessel at the Terminal 
and no repairs will be allowed at the loading berth. However, 
arrangements can be made through the vessel's Agent to utilise the 
repair facilities at other ports. 

SURVEYORS: Marine Survey and Cargo Inspection Service: No cargo 
inspectors or marine surveyors are based in the area, but inspectors 
and surveyors who reside at other ports can be arranged through the 
vessel's Agent. 

REPATRIATION: No facilities available. 


708 


TIME: GMT plus 1 hour. Summer time not kept. 

SHORE LEAVE: Lifting vessel personnel (other than Me 
emergency cases) are not allowed to embark or disembark fro, 
lifting vessel at the loading berth. 

WEATHER: General: The Company can advise of the following g., 
environmental characteristics for the area off the coast of the 

of Gabon, but the navigator is referred to the published & 
instructions and directions for the area for more detailed informaty, 
the climate, weather, wind, tide, current and sea. 

Climate: The coast between Cape Lopez and the Congo Rive 
dominated by the Basin of the Ogooue and is covered with aq 
equatorial forest which is frequently subjected to heavy rainfall, Thee 
exhibits a characteristic diurnal variation in cloudiness, and the 
along the coastline is heavily influenced by the heated 
interior, the extratropical storms, and tne cool Benguela curren; » 
average annual rainfall is 123 in. and ranges from a maximum of 19; 
in November to a minimum of 0.04 in. in July. Temperatures see 
exceed 95°F. and seldom fall below 65°F. and are moderately; 
throughout the year with an average yearly temperature of 79°F», 
mean maximum temperature of 86°F. 

January is the stormiest month because thunder squalls (com, 
thunderstorms and squalls) are frequent. Summarised wind data 
not indicate strong winds during this month, but gusty winds occurd» 
the thunderstorms, these snerhy brief and irregular. In February, 
March, the weather is unsettled with occasional rain. In April wes 
generally improves, becoming cooler and drier. In May the wes 
becomes fair, but by the end of the month it again becomes more se 
and a breeze flows steadily from a Southeasterly direction. In June: 
July, the weather is very misty and gloomy, decreasing vist 
significantly. In August, light breeze persist, generally cloudy ; 
overcast conditions exists, by the end of the month, heavy mists « 
away. In September, hotter weather and more Southwesterly » 
develops with frequent light showers. Sea breezes become str 
the end of the month, and thunder squalls moving from the S.E. o 
In October, the wind is still more Westerly with occasional small show 
and generally overcast skies till noon. In November and Decen 
strong breezes move off the land sometimes with rain, thunder: 
lighting. 


Average annual rainfall 123 in. 
Average daily maximum air temperature 84°F. 
Average daily minimum air temperature 74°F. 
Extreme highest average monthly 

air temperature 99°F. 
Extreme lowest average monthly 

air temperature 60°F. 
Average relative humidity (0700 hrs.) 92% 
Average relative humidity (1300 hrs.) 76% 


Winds: The prevailing winds off the Republic of Gabon: 
characteristically light and Southerly the year around. Land ands 
breezes dominate along the coast and generally blow between the$) 
and S.E. The highest offshore wind speeds occur during local thut 
squalls (combined occurrences of thunderstorms and squalls) wi 
may have brief wind gusts up to 60-70 knots. These thunder sq 
may be violent, occur quickly and without warning, and are ® 
accompanied by heavy winds, seas, swell, and rain which may ret 
visibility substantially. 

Tides: The tides can be predicted with reasonable accuracy, though! 
of the tide tables for Takoradi in Ghana, with the appropriate corres 
factor for Cape Lopez applied. 

Currents: The Benguela Current flows North along the West coat 
Africa from the vicinity of the Cape of Good Hope to the Gulf of Gur 
The general direction of the current off the Republic of Gabon is pa® 
to the coast, although in the vicinity of Cape Lopez the main body iat 
a more Westerly course. The current is generally stronger a" 
December and January when the current flows Southward at 100! 
miles off Cape Lopez, but during the remaining months of the yea,’ 
current generally sets in a Northwesterly direction and sometimes at# 
a velocity of about 2 knots. The current is usually more rapid clost 
the coast than it is farther offshore, but its velocity is variable beca? 
of the effect of the winds. 

Seas: The coast is influenced by swells from the South and S.W.? 
most of the higher waves occur in association with thunder squalls.” 
highest collection of waves can be expected during March and Aprlé 
during October and December, but waves of 6 ft. or more do nolo 
more than 2.5 per cent of the time. 

GENERAL: Flag: Lifting vessels are required to fly the flag 0° 
Republic of Gabon on the foremast during daylight hours while « 
territorial waters of the Republic of Gabon. The territorial waters e* 
12 nautical miles seaward from the coastline of the Republic of Ga 
Government Officials: Governmental officials such as the Cus? 
Officer, Quarantine Officer, Immigration Officer, Captain of the Pot® 
the Police, are stationed in the town of Port Gentil. Should Cus 
guards be stationed on board the lifting vessel while at the loading >® 
it is expected that the lifting vessel will provide food for these 9 
and other governmental officials. Lifting vessels calling at the 
berth must provide an accommodation ladder rigged on the pot* 
for such governmental officals. 

Quarantine Regulations: The rules governing the quarantine ot i 
vessels are the same as those found in other parts of the world 
Supplies: Commissary supplies, steward stores, laundry services," 
water, marine lubricants and bunkers are not available t 
Company and may not be loaded at the loading berth. Any A 
concerning the availability of such items from other sources ant 
loading of such items elsewhere should be handled through the ves#* 
Agent. 

a, ne The Company does not perform any vessel agency fue 
Lifting vessels calling at Oguendjo Oil Terminal must arrange 
own Agents. 

Contraband: The Company prohibits unauthorised craft from ost 
alongside lifting vessels while at the loading berth without the 


Mooring Master. To avoid the possibility of undesirable elements 
poh lifting vessels, it is recommended that Masters discourage 
aps craft from coming alongside while lifting vessels are at or in 
#Y “oinity of the loading berth. 
= ge: The dumping of garbage, sewage, and refuse overboard is 
senoted and there are no facilities for receiving such at the Terminal. 
setors: Vistors are not allowed to embark or disembark from the lifting 
Wesel at the loading berth. . 

AUTHORITY: Amoco Gabon Exploration Company, B.P. 780, Port 
Gentil, Republic of Gabon. Tel: 750640, 750641 or 750642. Telex: 981- 
3268 ‘FAX: 750647. Contact: Ron Cole, President/Director General. 


OVENDO (Owendo): 00.17 N. 09.30 E. 


SHIPMASTER'S REPORT 1978: 


essel, length 156 m., breadth 22.0 m. Draft at the time, 30 ft. 
APPROACHES: The channel buoys showed very well on radar on the 
3nd 6 miles ranges, even during heavy rain, but the lights on the red 
are poor and all buoys occasionally unlit. 
PLOTAG : There are 2 French Pilots who may be contacted on VHF 
Channel 16 when in range, they are ordered by the Agent to berth 
vessels only, although they will pass on advice to vessels regarding 


(See Plan) 


nng. 
INCHORAGES: Depths in the channel and river were found to be as 
stated during low water with a depth of 33 ft. over all the anchorage. 
Maximum draft allowed at this time was 30 ft. 
The holding ground is good, 4 shackles were used for a total ship 
nt of 19,000 tons plus a small coaster alongside. 
"the tides are regular with only a very short slack water period, and 
run at between 4 and 6 knots. 
TUGS: There is 1 tug of approximately 1,000 h.p. which assists in 
oerthing, either towing or pushing. 
SERTHING: Well fendered modern concrete quay, 450 m. in length, laid 
out as per “Plan” in the “Guide”. The normal practice is for there to be 
2ships of around 150 m. and one smaller ship alongside at one time. 
The inshore side of this quay is for small craft ote 
ths alongside Berth No. 1, 23 ft.; No. 2, 18 ft. and No. 3, 22 ft. 

FRESH WATER: This is obtainable while alongside the quay but only 
inadire emergency at the anchorage from the tug which can supply up 
to 8 tons. 

| REPAIRS: Only very small repairs are possible and it is suggested that 
areceipt is obtained for any parts sent ashore. 
REPATRIATION: There are 2 flights a week from Libreville to Paris and 
approximately 12 flights weekly to Abidjan. 
SHIPCHANDLER: There is no chandler for any form of stores, the only 
possibility being self-purchase at the local (Libreville) supermarket. All 
Pn are imported and therefore very expensive. 

LIDAYS: 12th March, Gabonese Independence. 

MARINE CLUB: There is a marine club about 1 km. from Ovendo in 
the Libreville direction (swimming pool, etc.). 


SHIPMASTER’S REPORT: February 1979. 


DOCUMENTS: Ship's Papers (sighted), Crew Lists (5), Passenger Lists 
(5), Port of Call (4), Crew’s Custom Declaration (1), Marine Health (1), 
| Ams and Ammunition (1). 
APPROACHES: Gambia Lighthouse range 20 miles is easy to pick up, 
channel is well marked by buoys with good radar reflectors. No Pilot is 
available for the channel. After last buoy proceed directly to anchorage. 
Soundings taken throughout channel showed a least depth of 20 m. 
PILOTAGE: Pilot boards by tug which is compulsory for docking and 
undocking. Vessels berthed head out for sailing. 
ANCHORAGES: Waiting anchorage is 0.5 to 1 mile West of the wharf. 
RADIO: Agent keeps watch on VHF Channel 16. 
SERTHING: A new port has been built about 4 miles South of old lighter 
ets at Libreville, consisting of 1 wharf at right angles to the shore in 
'5m. of water, capable of docking 2 ocean-going vessels. 
STEVEDORES: Slow but efficient, about 6 tons per gang man hour. 
pEPATRIATION: Airport 12 miles from port, 6 flights per week direct to 
TRANSPORT: Available by bus or taxi to the town. 
SHORE LEAVE: Allowed. 
SEAMEN'S CLUB: Within 1 mile of port with bar and swimming pool. 


SHIPMASTER'S REPORT: March 1980. 


PILOTAGE: Pilot compulsory. Pilot boards 1 mile S.W. of Ovendo Pier 
luires 24 hours’ and 12 hours’ notice. 
RE AGE: One mile S.W. of the pier. 
ER RICTIONS: Pilot advises that vessels can only berth on slack 
je "as a 5 — 6 knot (approx.) ebb tide runs. Vessels able to sail at 
‘y time, however, it is not advisable to manoeuvre during darkness as 
YS are frequently unlit. Vessels are able to proceed from sea to 
woe e at any time. 
TGs: E: Max. draft at Ovendo is 9.2 m. Mean tidal range 1.5 m. 
VHF, pone tug available. 
BERTHIe and Port Authority on Channel 16. Agent on Channel 9. 
ppall ING: The berth at Ovendo is 20 miles from the entrance. There 
wd hee, 450 m. in length. The mean tidal range at the berth is 1.5 m. 
the me Oottom in the vicinity of the berth is mud. Container vessels use 
Port and discharge using ship's gear. There is ample handling and 
heque Space for containers. “Delmas” container vessels use the port 
ntly and they take preference over most other vessels. 
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SERVICES: The following are available: 

Fresh water (rate 25 tonnes p.h.), airport, doctor and hospital. 

The following are not available: 

Fresh provisions, repair facilities, dry dock facilities, machine shop, 

surveyors, laundry service, fuel, lubricating oils, groceries, meats and 
slop facilities: 
GENERAL: Arrivi from a S.W. direction no difficulties were 
encountered, Point Gonbe was visible 18 miles on the radar and later 
the Fairway Buoy was visible at 10 miles. All the channel buoys showed 
up at 6 to 8 miles on radar. 

The Fairway Buoy is very large, similar to the type used on the 
American coast. Chart used 1877 (Estuaire du Gabon). 

Conspicuous wreck marked in position Lat. 0° 24.4'N., Long. 
9° 17.2’ E. is no longer visible. 

On entering inward | checked the buoys’ positions against the land 
and found: 

Fairway Buoy Gp. FI.(2) 6 secs. In position. Unlit. 

(Course 090°3.2 M) FI. G. 4 secs. In position. Lit. 

(Course 115°x2.1 M) Gp. Occ(2) yh “vr In position. Unlit. 

° c. R. 4 secs. In position. Unlit. 

(Course 115°x2.1 M) Between | F1°G 4 secs. In position. Unlit. 

(Course 137°x3.0 M) FI. R. 4 secs. Out of position. Unlit. 

(Course 137°x6.1 M) Occ. 6 secs. In position. Lit. 

After passing the FI. R. 4 sec. buoy, vessel was about to set a course 
to the anchorage off the port of Libreville but was told that vessels 
carrying cars were to proceed to the new port of “Ovendo” some 
8.5 miles further up the river. 

On arrival | was told to anchor 1 mile S.W. of the new pier. 

Quite a modern port as described in the “Guide”. 

Laying alongside the berth is not very comfortable when the ebb tide 
starts to flow, anything up to 6 knots within half an hour of HW, getting 
its force from three rivers, River Egoume, River Ikoy and the main river 
Komo. 

Vessels always berth on slack water with the aid of a tug to push. 
Vessels can leave at any time. Port employs two French Pilots. 


REPORT: 1982. 


SHIP SPARES: Customs require originals of invoices G11 for clearing 
spares. Copies are not acceptable. 


SHIPMASTER’S REPORT: February 1989. 


APPROACHES: All the buoys in the Channel, including the Fairway 
Buoy, are missing and they are unlikely to be replaced, according to the 
Pilot. During the transit to the berth all positions are by radar, due to 
lack of visual points. Arrival and departure should be in daylight. 

Great care must be taken on arrival off the Fairway Buoy position as 
some of the points of land do not show up well. 

The sailing draft of 10.4 m. is governed by the depth in the channel. 
There are several 9 m. patches and banks. The best plan is to leave 
the berth at LW, in order to avoid the 5 knot current during unberthing, 
then anchor off the berth until about 1 hour before HW, then proceed 
outward. This gives the vessel the benefit of 1.7 m. — 2.0 m. rise in tide. 
PILOTAGE: 2 pilots (French) available for berthing and unberthing. 

On arrival, Pilot boards at the Fairway Buoy position. This has to be 
arranged by the Charterer or Owner. Many ships, shallow draft or regular 
traders, do not take the Pilot at the Fairway Buoy position. 

TUGS: One tug assists with berthing and unberthing. 

BERTHING: New Ore Berth: This is a single “T" jetty with dolphins. We 
were the second vessel to berth here. There is a single loading arm that 
covers the whole 6 hatches, without ship having to shift. Loading rate 
is about 3,000 t.p.h. when in full operation. During our stay, technicians 
were still working on varous items. Manganese Ore is either supplied 
ex-stock or directly from wagons. 

Vessel berths port or starboard side to, with one tug assisting. 
Moorings consisted of 3/2/2 each end and no wires if possible. 
One anchor is let go on approach. 

The berth is situated just down river from the Port of Ovendo. The 
port itself handles large vessels and has a depth alongside of about 


8.0 m. 

FRESH WATER: Not available ex-berth. 

FUEL: Not available ex-berth. 

REPATRIATION: Possible. One crew member landed ashore for 
medical treatment and repatriation. 

SHORE LEAVE: Difficult, as launches are required and they are 
expensive. The town of Libreville is some distance from the port. 
GENERAL: Officials: Boarding party boarded on arrival. Usual 
Paperwork required. The bond was not sealed. 

Communications: The telephone and telex service to the Agent's office 
was good. 

Draft Survey: This is undertaken by ship's staff. The shippers require a 
loading plan prior to arrival. The Bill of Lading figures were the same as 
the ship’s figures. 

Supplies: There is no ship chandler at the port. There is an excellent 
supermarket in Libreville which is of European standard but items are 
very expensive. 


SHIPMASTER’S REPORT: February 1989. 


| was in Owendo in February 1989, and | wish to advise you that an 
elevator for loading manganese ore has been completed (B.A. Chart 
No. 1877 — Works in progress — 1987). 

The elevator has a maximum loading capacity of 3,000 tonnes per 
hour and is situated on dolphins. Berthing is also on dolphins with 
maximum draft of 12.5 m. Density is brackish. Pilot boards the vessel 
1.77 nautical miles off the berth. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng, 


For information on the position of the buoys in the Passe de la 
Penelope, Masters should contact Owendo Pilot on VHF Channel 16, 
as the positions of buoys are unreliable. 


SHIPOWNER’S REPORT: April 1989. 


One of our vessels suffered propeller damage from underwater 
obstacles in Owendo in April 1989. We know of two other cases, both 
in 1984. 


SHIPMASTER’S REPORT: May 1991. 


Vessel: 10,300 g.r.t., 5,580 n.r.t., LOA 150 m., Summer draft 9.05 m. 

Vessel anchored off Port Owendo in a position about 1.1 miles S.W. 
of the head of the Mangan Pier, in position Lat. 00° 16.15'N., 
Long. 09° 29.00’ E. 

The pilot requested the vessel to anchor in or near this position, which 
seems to be the normal anchorage requested. The bottom is heavy grey 
mud with good holding. Water depths are as according to Chart 
No. 1877. 

At the anchorage, the flood tide starts 2 hours 30 minutes after L.W. 
Libreville, and runs at about 2.5 knots. The ebb tide starts about 2 hours 
after H.W. Libreville, and runs at about 3.25 knots. This velocity was 
confirmed by the local pilot as an average, only after extended heavy 
rains does the ebb tide attain a speed of over 4 knots. 

The buoy in Passe de la Penelope lies about 1.5 cables further South. 
The buoy 2.7 miles North of Pt.Pongara is in position, but has been 
reported as being unreliable. Both buoys are properly lit, the buoy in 
Passe de Penelope was visible at night at 5.6 miles, the buoy North of 
Pt.Pongara at about 4.3 miles. The bell buoy 1.6 miles East of 
Pt.Pongara is missing, and according to the pilot, it is not intended to 
replace it. The buoy at the pilot boarding area is in position, but unlit. 

One tug available for berthing, which for our vessel (no bow thruster) 
was quite sufficient. 

Pilot usually boards from the tug, about one mile South of the Mangan 
Berth. 

Pilot usually berths vessel just after L.W. (day and night, if requested 
by Agent) with starboard side alongside. For vessels with draft over 
6.5 m., only Berth No. 3 is available., but even here the forward draft 
should not exceed 6.5 m. The aft draft can be up to 9.0 m. Berth No. 2 
is presently not available, as heavy silting has occurred. Vessels up to 
6.5 m. draft will be berthed at Berth No. 3 (See “Plan”). 

A small dredger is available, but progress is very limited, as the silting 
at Berth No. 2 is heavy. 

At Berth No. 3, starboard side alongside, the vessel should moor very 
carefully, as it is possible, according to the pilot, that the ebb tide can 
run up to nearly 6 knots after long and heavy rain. We experienced a 
current of about 5 knots on the corner of the berth. As it is a pier on 
pilings, the water can run freely underneath the pier. At ebb tide, the 
current is setting off from the pier. Bollards on the berth are strong and 
sufficient. 

Departure is possible at any time, but preferable just before L.W., 
— ane current is not so strong and assists in getting the vessel off 
the berth. 


AGENT: See “Libreville”. 


PORT GENTIL: 00.43 S. 08.48 E. (See Plan) 


LOCATION: The deep water port of Port Gentil is located between Point 
Clairette (Sogara Refinery) and the Alcyon Bank (CFG factory). 
DOCUMENTS: 

Cargo Manifest. 

Stores List. 

Crew's Personal Effects List. 

Crew List. 

List of Ports of Call (not compulsory). 

Health Certificate. 

Ship's Official Papers. 

APPROACHES: Buoyed channel, lit at night. Minimum depth 15 m. 
PILOTAGE: Pilot service operates 24 hours a day. Vessels berth day 
and night except at Sogara Quay where berthing is daylight only. 
ANCHORAGES: An anchorage area for timber vessels faces the old 
port. Access to the zone is by leaving to starboard a path 200 m. from 
the buoys of the Alcyon and Talisman Banks. 

An anchorage area for waiting vessels intending to berth at the new 
port, or at the ara Refinery is to starboard of a line joining the Prince 
Buoy to the buoy of the Sogara route to the port. 

RESTRICTIONS: See “Pilotage”’. 

The water area in the port is clear with no obstructions apart from the 
Alcyon Bank running from the marker buoy to the CFG factory. Dredging 
carried out permits manoeuvring of vessels to Berth No. 2 of the 
Commercial Quay. 

RADIO: Port Control on HF 2182 kHz and VHF Channel 16, Working 
Channel 12. 

TUGS: Not required. 

BERTHING: Commercial Quay: 350 m. of quay with 11m. depth of 
water and 75 m. of quay with a depth of 2.5 m. which constitutes the 
barge quay. The quay bollards are spaced 30 m. apart. This quay is 
able to accommodate 320,000 tonne vessels. 

Fish Quay: The fish quay runs at right angles to the Commercial Quay 
Na — 287°). 80 m. with 8 m. depth of water; 197 m. with 7 m. depth 
of water. 
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This quay is reserved as a priority for fishing vessels, but 
partially used for berthing vessels of a commercial nature. They 
bollards are spaced 20 m. apart. 

Storage: 6,000 sq.m. of covered storage, divided into 6 
1,000 sq.m. each. 3 bays leased to COMACO (8 reefer points availa 
3bays leased to SOAEM (1 reefer point available). 1 Cys, 
warehouse located in the SOAEM bay. 

Open storage area: Current paved surfaces of open storage ar, 
14,000 sq.m. One tarmac non-covered area of 10,000 sq.m. is iN Serj 
A second storage area of 10,000 sq.m. (approx.) will be broughy , 
service at a later date. 

STEVEDORES: Work in 3 shifts throughout 24 hours. 
MEDICAL: The port infirmary is located in the Comaco Building. 
TANKERS: To N.E. of Mole is a petroleum pipeline unloading poi, 
small tankers, tying up on buoys, max. length 70 m., draft 5 m. 

Prince's Bay, point for unrefined petrol by sealine is available to hy 
of Prince's Pay (see “Cape Lopez”). 


FRESH WATER: Available at commercial quay and fishing quay. 
CONSULS: 

France BP. 511 Tel: 20.86 

Netherlands BP. 792 Tel: 28.09 

Sweden BP. 518 Tel: 21.71 

Switzerland Tel: 20.19 


REPAIRS/DRY DOCKS: Not available. 

WATCHMEN: Available. 

HATCHES: Opened and closed by crew. 

REPATRIATION: Obtainable on medical grounds. No facilities foro 
changes. 

AIRPORT: 4 km. distant. Regular services. 

TIME: GMT plus 1 hour. No alterations. 

HOLIDAYS: No work on Independence Day, 17th August. 
SHORE LEAVE: Permitted. 

GENERAL: Ships’ Spares: Customs require original of invoices: 
clearing spares. Copies are not acceptable. 

AUTHORITY: Direction du Port de Port Gentil, B.P. 43, Port Gey 
Gabon. Tel: 75-35-63. Contact: J. B. Pea, Le Directeur du Port. 


AGENT: Socopao-Gabon, B.P. 560, Port Gentil. Tel: 752491 » 
750101. Telex: 8223. Cables: “Freight Portgentil”. Fax: 750751. 


NOTES 
Please also advise Shipping Guides Ltd. 


_— 


republic of Gambia 


gANJUL: 13.27 N. 16.34 W. 


MENTS: 
7 Crew Lists. — 
7 Passenger Lists. 
7 Ports of Call Lists. 
Health Documents. zs 
Derat (or Exemption) Certificate. 
Yellow Fever Innoculation Certificates. 
Customs Crew Declaration. 
2 signed copies of Manifest. | 
Bills of Lading (may be sent in advance of vessel). 
pILOTAGE: ETA and draft to be communicated to “Harbour Master 
Banjul” 48 hours before ETA and confirmed 12 hours before. Vessel 
ng Monday ETA preferably not later than Friday morning. 
pilot station situated in Harbour Master's Office has VHF station, 
calling Channel 16 (156.80 MHz) working Channels 12 (156.60 MHz) 
and 14 (156.70 MHz). Continuous listening watch kept 0800 — 1600 hrs. 
Monday — Thursday. 0800 — 1300 hrs. on Friday. Listening watch at 
weekends if vessels are expected. Reception generally good within 100 
nautical miles radius. Pilot boat has blue hull and white superstructure, 
exhibiting usual signals. ‘ 
Pilotage from any point inwards from Fairway Buoy by request, but 
compulsory from No. 5 Buoy inwards. 
RNCHORAGES: Good and spacious anchorages to the East and S.E. 
of Government Wharf in depths of 8 to 15 fathoms. 
RESTRICTIONS: Vessels may enter and proceed to anchorage at all 
times and states of tides. Minimum depth in sea approach channel is 
854m. LWOST. Average rise of Spring tides 1.83 m., Neap tides 
1.22 m. 
HEALTH: Vessels exhibit the appropriate International Code signals. 
Port Health Officer usually boards the vessel at the harbour anchorage 
or alongside between 0800 and 1700 hrs. daily, at all times in case of 
emergency. 
RADIO: No radio station. 
RADAR/VHF: Port VHF. Radar station being constructed — See 
Filotage”. 
Tugs: One ocean-going tug of 1,000 h.p. with VHF keeps watch on 
Channel 16 throughout 24 hours. 
BERTHING: Maximum permissible draft alongside Banjul Old Whart 
8.2 m. Mooring bollards on foreshore. Banjul Wharf berthing face 122 m., 
breadth 29 m. Mooring dolphin each end, set back from wharf face. Inner 
berth of length 102 m. suitable for small vessels up to 5.3 m. draft. Public 
Jetty berthing face 60 m., maximum draft 3.3 m. 
New Banjul Wharf: Length 123 m., width 29 m., depth alongside 10 m. 
(outer side) and 6.0 m. (inner side). Wharf is flanked by 2 mooring 
dolphins at each end at distance of 24 m. 
840 sq. m. of under covered cargo space. Paved area for outside 
storage of 8,000 sq. m. for containers and break bulk cargo. 
Tankers can load ground nut oil at New Banjul Wharf. 
BRIDGES: No bridges. 
STEVEDORES: Normally 48 hours notice addressed to Agent. If arriving 
Monday preferable Agent notified requirements latest Friday. Normal 
working hours 0730 — 1900 hrs. 
MEDICAL: Emergencies and cases requiring hospitalisation attended 
fo at all times, giving as much advance notice and information as 
possible. Other cases attended to as convenient to ships after arrival. 
For certificates required see “Documents”. Inoculation and vaccination 
or yellow fever given on request. 
TANKERS: Tankers (discharging only) berth on Banjul Old Wharf. 
Maximum permissible draft 8.2m. Discharge of residue and bilge 
prohibited. Ballasting by permission of Harbour Master. Ground nut oil 
tan be loaded at New Banjul Wharf. 
DENSITY: Normally salt water at Banjul, reducing to about 1020 ozs. 
per cu.ft. during River Gambia flood water period: August — February. 
FRESH WATER: Fresh water available at Banjul wharves from hydrant. 
Notice of requirements should be sent with ETA. No water barge. Tug 
can supply up to 18 tons of fresh water to vessels at anchorage. 
FUEL: Bunkering facilities available at Banjul Wharf by road tankers for 
'easonable quantities. Advance notification required for all bunkers. 
FIRE PRECAUTIONS: For tankers and vessels carrying explosives Fire 
Brigade will be in attendance. 
CONSULS: In Banjul: Belgium, Denmark, France, Lebanon, Norway, 
Spain, Sweden. U.S.A. has resident Charge d’ Affairs and U.K. has High 
mmissioner. Senegal has resident Ambassador. 
REPAIRS: Minor hull, deck and engine repairs and welding undertaken 
by G.P.A. dockyard. 
DRY DOCK: A slipway of capacity of 500 tons displacement is included 
in the dockyard facilities. 
RANGWAY/DECK WATCHMEN: Recommended. By arrangement with 
CERNING/CLOSING HATCHES: Usually done by stevedores. 
CERTIFICATES: Registry, Articles of Agreement, Load Line, Safety, 
cust Equipment Radio Licence/Certificate. 
end OMS ALLOWANCES: Reasonable allowance of wine/spirits and 
oa Cco/cigarettes out of bond, as per Master's request. 
RGO GEAR: In accordance with U.K. Factories Act. Ship's lifting 
pad for loading and discharging, also 4x6 ton and 1x30 ton mobile 
~~ ee Adequate plant for handling 20 ton and 40 ton 
rs. 
MeATRIATION: Possible. 
Tl PORT: Airport 14 miles from Banjul. Regular services. 
ME: GMT kept throughout the year 
HOLIDAYS: a Loy eat 
a : New Year's Day (1st January); Independence Day (18th 
of Ege Good Friday, Christmas Day, Boxing Day, Islamic Festivals 
Holiday (Ramadan) and Eid-El-Kabir. No cargo work on Islamic 


(See Plan) 
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GAMBIA 


TELEPHONE: Telephones installed on board at ship's/Agent's request. 
SHORE LEAVE: No restriction on normal shore leave. 
IDENTIFICATION CARDS: Needed. 

GARBAGE DISPOSAL: Skips available. Contact Harbour Master for 
service. 

WASTE OIL DISPOSAL: There are private contractors who are willing 
to collect waste oil. Contact Harbour Master for service. 

SEAMAN’S CLUBS: None. 

CURRENCY: Local currency is the Dalisis. No restrictions and no 
problems with changing foreign currency. 

GENERAL: The Gambia River Transport Company operates a limited 
fleet of nae mainly for transporting groundnuts from river ports to 
Banjul. Ships stores: fresh vegetables, beef and fish, fruit (in season) 
and bonded stores are available. 

Other Ports: River Ports: Kaur and Kuntaur at 118 and 150 miles upriver 
respectively from Banjul. River Pilots available at Banjul. Max. loaded 
draft 5.0 m. 


REPORT: August 1990. 
Message from agent to ship’s Master: 
Quote 
Banjul buoys as follows: 
Sei 


No is about 7 cables S.E. of charted position and unlit. 

No. 2. in position but superstructure missing. 

No.3 is about 8 cables south of charted position and superstructure 
missing. 

No. 4_ in position unlit. 

No. 5_ in position with flashing lights. 


Please proceed straight into harbour. Pilot will board for berthing after 
passing buoy No. 5. 
Unquote 


AUTHORITY: The Republic of Gambia Ports Authority, Wellington 
Street, P.O.Box 617, Banjul, Republic of the Gambia. Te/: 27266 
(Managing Director), 27267 and 27268 (Others). Telex: 2235 Gamport 
Gv. Cables: Gamports Banjul. FAX: 27267/68. Contact: M. Gaye, 
Managing Director. Abdou Rahman Bah, Harbour Master (Tel: 26370). 
AGENT: The Gambia Shipping Agencies Limited, 14 Wellington Street, 
P.O. Box 257, Banjul, Gambia. Tel: (220)227432, 227518. Fax: 
(220)227929. Telex: 2202 Gamships GV. Cables: “Gamship Banjul”. 


NOTES 
Please also advise Shipping Guides Ltd. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle, 


Georgia 


BATUMI: 41.39 N. 41.38 E. (See Plan) 


PILOTAGE: Compulsory. Batumi situated in South of Black Sea 
Caucasian coast, at head of Batumi Bay. Navigation is year round. 
Navigational range marks to note when approaching port are: Batumi 
Beacon, Burun-Tabia Light, Batumi Light Buoy with siren and Batumi 
Leading Light Marks. When proceeding Batumi, Master should give 96 
hours’ notice prior arrival, advising Port Controller and “Inflot” Agency: 
time of arrival, description and quantity of cargo brought in, location, 
ship's draft and length, as well as declare services required. 4 hours’ 
prior to approaching port, Master shall advise more precise time of 
arrival. Inflot will arrange Pilot. Pilot on VHF Channels 16 and 12. 

Pilot boards vessel either at the Receiving Buoy or in the Outer Port 
Roads. Watch is kept by a pilot boat day and night. 


ANCHORAGES: The port harbour is protected by a mole from the 
seaward and provides a safe anchorage except at times when S.W., 
West and N.W. winds blow and the “Tyagun”, strong variable current 
with surge is formed. 

At the time of “Tyagun” vessels are recommended to stop cargo 
handling operations and go out to sea. 

During S.W. winds which are considered particularly dangerous and 
usually accompanied by heavy surge, Masters should observe special 
precautions and take all necessary measures to avoid impact with the 
mole. 

The Outer Roads of the port with depths of about 9 m. — 20 m. and 
0.5 cables in width, extend for a distance of about 1.5 miles to the E.N.E. 
from the Batumi Light Buoy along the edge of the shoal. The bottom is 
mud and sand. 

The Inner Roads are situated between the Western coast of the 
Batumi Bay and the shoal extending from the Southern and S.E. coasts 
of the Bay. Depths in the Inner Roads are between 25 m. — 11.5 m. 

The anchorage in the Inner Roads is exposed to North winds. However 
it is not safe during strong winds blowing from other directions. 

Every vessel when in the inner roads must take necessary measures 
so as not to drag her anchors. 

The recommended anchorage is in the Outer Roads at a distance 
of 7.8 cables to N.N.E. from the Eastern side of Batumi Point,depths 
9m. — 14.4 m. 

In the Outer Roads vessels may anchor only after having obtained 
the Harbour Masters permission and according to Pilot's 
recommendation. 

In the Inner Roads vessels may obtain anchorage only Eastward of 
the entrance leading line. It is strictly prohibited to lie at anchor both on 
the leading line and to the West of it. 


BALLAST: In case of stormy weather, in Autumn and Winter particularly, 
vessels without cargo must enter the port with ballast water on board, 
having ensured fore draft not less then 1.5 m. — 1.8m. 

There are shore separators, where dirty ballast can be discharged. 


RESTRICTIONS: Vessels may enter and leave the port at any time of 
day and night. All vessels when entering or leaving the port must have 
keel clearance of not less than 0.3 m. (1 ft.). 

In the event of stormy weather vessels approaching the port at time 
of S.W. and N.W. winds particularly, should obtain Harbour Master's 
entry permit. Vessels coming to the port without cargo are obliged to 
enter the port with ballast water taken in such a way that bow draft 
should not be less than 1.5 m. — 1.8 m. Ballast water must be clean. If 
due to the “Tyagun” vessels are not allowed to enter the harbour, they 
should anchor either in the Outer or Inner Roads. 

All necessary information as regard to changes of wind, possibility or 
turn of entry to the port for vessels at anchor in the Outer Roads, is 
given by the Harbour Master over the VHF radio-telephone or by the 
signal station by flags of the International Code of Signals, in Morse 
Code or by semaphore signals. 


MAX. SIZE: For oil carriers: Berth No. 1, 175m. LOA, 36.0 ft. draft; 
Berth No. 2, 165 m. LOA, 30.5 ft. draft; Berth No. 3 165 m. LOA, 30.5 ft. 
draft; Berth No. 4, 150 m. LOA, 29.5 ft. draft: Berth No. 5, not operational; 
Buoy Mooring, LOA 200 m. — 210 m., max. draft 12.0 m. 

For Cargo ships: Three berths where vessels may discharge. 
Maximum draft 32.5 ft. 


RADIO: Send ETA to “Inflot Batumi” 96 hours and 48 hours in advance 
and confirm 4 hours in advance. 

All vessels when approaching the port of Batumi should establish radio 
contact via Batumi Radio port radio station operating 24 hours per day 
on the following frequencies: 


Type of 
Frequencies (kHz) Trans- 
Call Sign Working Calling mission Time 
UFA 500 500 A1A H24 
“Batumi-Radio” 2182 2182 H3E H24 
“Batumi-2” (Port 156.8"(16) 156.8°(16) F3E H24 
Controller) 
“Batumi-1” 156.8"(16) 156.8°(16) F3E H24 
(CPR)** 


Radio-telephone communication via VHF Channels is carried out in 
A1A type of transmission after preliminary arrangement. 
“Frequencies are given in MHz. 
**CPR — Central Port Radio Station. 

Shore signal station is situated 1.6 cables W.N.W. from Batumi Point. 
International Code signals, and sometimes storm signals, are hoisted 
at the mast of the signal station. 


VHF: 
Station Call Sign Channel 
Port Radio Batumi 1 16, 27 
Port Dispatcher Batumi 2 16,14,13 
Harbour Master/Pilot Station Batumi 5 16,14 
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BERTHING: The berths of the port with depths alongside 89, 
13.0 m. are equipped to handle crude oil and oil products, bulks ( 
grain, ores) and general (machinery and mechanical equipment) as \ 
as passenger shipping. 

A vessel should lie at a berth with her bow directed to the port 
and with her anchor dropped from the proper side. Berthing iny 
harbour may only be effected with tugs’ assistance. 

A vessel may be berthed at the outer side of the Oil Jetty after hay 
obtained the Harbour Master's permission. 

Vessels entering or leaving the harbour are not allowed to 
vessels loading at the outer (Northern) side of the Oil Jetty at a distary 
of less than 80 m. 

The berths of the port are equipped with electric cranes of ' 
20 tons capacity. There is also a floating crane of 100 tons capay 
Other cargo handling equipment, covered warehouses and 
floor sheds are available. Rate of grain loaders 5 t.p.h. — 120 tph. 
MEDICAL: Medical attendance in local seamen’s hospital. Masters» 
advise by radio prior arrival of medical attendance required on boa, 
TANKERS: Mooring buoys are placed to the North of the Oil Jetty » 
a pipeline for loading tankers of up to 40,000 d.w.t. (Max. LOA 209. 
— 210 m. Max. draft 12.0 m.) is led up to them. Mooring of such tank, 
is effected with tug assistance under control of the Senior Port Pig 
Vessels moored to these buoys should drop 2 anchors from the ty 
with 7 — 8 shackles of anchor chain and strong mooring lines shoy 
be lead to mooring buoys from the stern and made fast. 

When lying at mooring buoys a vessel should keep a 24 hour \w 
watch on receiving Channel and observe rules of the Port. 

Products Handled: Light fuel oil, heavy fuel oil and gas oil. 
TIDE: The range of water level in the port area is small and is dusy 
the effects of strong winds. The maximum range observed 0.6 m. 
DENSITY: 1018.5. 

FRESH WATER: Supplied ex-shore to ship directly. Maximum press» 
20 t.p.h. Also supplied ex-water barge. Maximum quantity delivered) 
barge is 650 tons. Rate about 60 — 80 t.p.h. 

FUEL: Bunkers may be taken at the oil berths and can also be delivew 
by bunkering vessel to a ship handling non-dangerous cargo. In ty 
aes case fire precautions must be strictly observed by the vessel takry 

unkers. 
FIRE PRECAUTIONS: No special precautions. There is 1 firefight 


boat. 

CONSULS: Turkey. 

REPAIRS: Only minor repairs are possible. 

OPENING/CLOSING HATCHES: According to Charter Party # 
contract. 

CUSTOMS ALLOWANCES: Tobacco: No restrictions. Wine and 
spirits: No restrictions. 

AIRPORT: Batumi connected by airlines with different towns in Russ: 
Airport situated about 5 km. from port. 

TIME: GMT plus 4 hours. GMT plus 5 hours in Summer. 

SHORE LEAVE: Crew members allowed ashore throughout 24 hous 
IDENTIFICATION CARDS: Not required. 

GARABAGE DISPOSAL: Service available. 

WASTE OIL DISPOSAL: Collection facilities available. 
SEAMAN’S CLUBS: Club available with all services. 


SHIPMASTER’S REPORT: (Updated 1986). There is now a sea-load™ 
berth at this port immediately outside the harbour, the vessel lying! 
2 anchors and stern on close to the breakwater and close Eastwafd! 
the harbour entrance. 

The stern is secured to 2 buoys, using ship's ropes, 5 to a port quart 
buoy and 3 to a starboard quarter buoy. 

The bow is in about 60 ft. of water and the stern in about 42 ft, a 
vessels of up to about 40,000 tons d.w.t. are loaded there, this ves# 
loading safely to a draft of 37 ft. 6 in. (40 ft. in 1986). 

Two 10 in. pipelines are connected on the starboard side, | © 
discharging ballast ashore and 1 for loading at a rate of about 1,600 tp’ 
The charge for discharging ballast ashore is 0.25 rbls. per ton and! 
not permitted to discharge any ballast into the harbour. 

1 copy of a Money List was required. 


AUTHORITY: The Port of Batumi Authority, 20 Gogebashvili Stet 
384500 Batumi, Georgia. Tel: 3-29-59. Cables: Morport, Batumi. 


AGENT: The Port of Batumi Main Maritime Agency “Inflot’, Pos? 
address: 20 Gogebashvili Street, Port of Batumi, Georgia. Cables: !n? 
Batumi. Tel: 3-23-07, 2-54-19, 2-54-17. Telex: 412673. 


POTI: 42.09 N. 41.39 E. (See Plar 


GENERAL: The Port of Poti is situated 1.5 miles North of the Rioni Rit 
mouth and on the S.E. coast of the Black Sea. 

Port open for navigation all the year round. 

Changes of the water level in the port area are caused by the wins 
and usually reach 0.6 m. 

The max. range of the water level observed in the river is 0.9™. 
PILOTAGE: Compulsory. Radio 48 hours prior arrival to Port 
and Inflot Agency advising ETA, description and quantity of cay 
location and weight of heavy lifts, if any, number of passengers, S% 
length and draft, as well as any services required. Confirmation of E' 
required 4 hours prior arrival. Inflot will arrange Pilot basis 
information. 

Pilot will board vessel in the outer roads at 5 cables length from 
Poti Light Buoy. (Lat. 42° 09’ N., Long. 41° 38’ E.). 

The Harbour Master will give the Master of a vessel approp® 
instructions if the Pilot is not able to disembark in the outer roads @ 
to stormy weather or heavy waves. 


AGES: |n outer port which is protected by Novy Severny, 
ony, and Zapadny Moles, and by Zapadny Breakwater. Safe 
pivot for deep drafted vessels, except in periods when “Tyagun”, 
: variable current with surge, occurs, with winds from N.W., W., 


g 
) 
’ 
| 


wd $ roads are open to winds blowing from the sea. Therefore, in the 
event of stormy weather vessels are recommended to leave anchorage 
» ne outer roads for sea. 
protected by the New Northern, Southern and Western moles the port 
a good anchorage for deep-drafted vessels, except periods 
N.W., West and S.W. winds form a strong, variable current with 
(‘Tyagun’’). Strong Westerly, S.W. and Easterly winds make the 
entry to the port more difficult. ; 
A anchorage with depths of 10 m. to 30 m. can be obtained at 
a distance of 1.3 miles N.W. and 1.1 mile West of the head of the 
stem mole, in Anchorages No. 421 and No. 422 respectively on 
gaChart No. 2263. My 

Vessels are prohibited from anchoring in the S.W. part of the Southern 
yarbour and in the centre of the Inner Basin. 

Vessels at anchor must keep watch of VHF Channel 16. 
RESTRICTIONS: Vessels are prohibited from entering the port when 
he entrance and the leading lights are covered with fog. 

Vessel’s speed shall not exceed 4 knots in the port areas marked by 
navigation marks. , 

There are no restrictions for night entry. 

Least depth in approaches 7.0 m. ; 

MAX. SIZE: The max. permitted draft for entry to the port is 9.4 m. and 
the length 190 m. ; 
HEALTH: Free Pratique automatic for vessels from another Georgian 
port. Other vessels are boarded on arrival. 

RADIO: Vessels can establish radio contact through the port radio 
sation Poti Radio operating 24 hours on the following frequencies: 


surge 


Type of Time 

Frequencies (kHz) trans- of 
Call Sign Working Calling mission work 
UFA 500/484 500/484 A1A H24 
Poti-1" (CPR)** 156.8°*(16) 156.8"(16) F3E H24 
156.45°(9) 156.45*(9) F3E H24 
Poti-2" 156.8*(16) 156.8*(16) F3E H24 
Fort (Controller) 156.6*(12) 156.6*(12) F3E H24 
(Vessels’ movement 156.675*(73) 156.675*(73) F3E H24 


control post) 
‘Frequencies are given in MHz. 
- “OPR - Central Port Radio Station. 
| Traffic signals for vessels entering and leaving the port are exhibited 
at the signal mast located at the head of the Northern mole. 
BERTHING: Berthing can be effected with tug assistance only. 
The berths of the port, with depth alongside up to 12.5m., are 
equipped to handle general and bulk (ore, coal) cargoes, mineral oil 
products, metals, fruits, vegetables, etc., as well as passenger traffic. 
Portal electric cranes of up to 16 tons capacity are operated on the 
quays. There are also floating cranes with lifting capacity of up to 
100 tons. 
STEVEDORES: Arranged by Inflot. 
MEDICAL: Qualified medical service is available free of charge, 
including dispensary and hospital treatment. 
DENSITY: About 1015, variable with season. 
FRESH WATER: Fresh water supplied ex-shore to ship directly or ex- 
water barge in boundaries of port. 
FUEL: Bunkers in small quantities are available. Fuel in quantities over 
500 tons will be supplied if an order is placed not less than 5 days prior 
‘04 vessel's bunkering. Bunkers are delivered by barges. 
REPAIRS: Only minor repairs can be effected. There are no dry docks. 
CUSTOMS ALLOWANCES: No restriction on quantities but nothing to 
be taken ashore. 
AIRPORT: Nearest at Sukhumi/Batumi. 
TIME: GMT plus 4 hours. GMT plus 5 hours in Summer. 
POLICE/FIRE/AMBULANCE: Police service, Tel:02; Ambulance, 
‘el: 03; Fire Service, Tel: 01. 
SHORE LEAVE: Crew members allowed ashore up to midnight. 
GARBAGE DISPOSAL: Service available. 
WASTE OIL DISPOSAL: No service. 
SEAMAN'S CLUBS: Club available with all services. 
AUTHORITY: The Commercial Port of Poti, 52 Lenin Street, 384691 — 
ont of Poti, Georgia. Cables: Morflot Poti. Tel: 57201, 57204, 57205. 


AGENT: Maritime Agency “Inflot”. 50 Lenin Street. 384691 — Port of 
ot, Georgia. Cables: Inflot Poti. Tel: 57227, 51427. Telex: 212175. 


SUKHUMI: 42.57 N. 41.00 E. (See Plan) 


GENERAL: A Black Sea passenger port, Sukhumi is situated at the 
. ad of the Sukhumi Bay, 2 miles E.N.E of the Sukhumi Point. The port 
po te for Navigation all the year round. Both the port itself and the Gulf 
® open to winds blowing from the sea. 
eral berths of the port are equipped to handle passenger traffic. 
Port area is bounded by the shore line and the imaginary line 
Necting the Sakhumi Point and the mouth of the Kelasuri River. 
PIL Orhan 'S visited by regular and cruise passenger vessels. 
the oe Compulsory. Pilotage is available 24 hours. Pilot boards in 
4 or estead, along the leading line, in position 42°58.5'N., 
Watch ; E. When navigating in the port waters, a constant listening 
Must be maintained on VHF Channel 16. During adverse weather 
Coe vessels must, at the first request from Port Control (Port 
on VHF Channel 14), leave the quay and follow instructions. 


Con 


“= 


GEORGIA 


ANCHORAGES: Anchorages are situated in the outer roads on the 
Northern coast of the Sukhumi Bay, opposite the mouth of the Beslet 
River. Depths are from 12 m. to 50 m. The bottom is mud. 
RESTRICTIONS: Vessels may enter or leave the port at any time of 
day or night. 

MAX. SIZE: The max. permitted draft is 7.6 m., length 190 m. 
RADIO/VHF: Ship-shore radio contact can be established via the port 
radio station Sukhumi Radio operating 24 hours a day on the following 
frequencies: 


Type of Time 

Frequencies (kHz) trans- of 
Call Sign Working Calling mission work 
UFF 500/450 500/454 A1A H24 
“Sukhumi Radio” 2182 2182 H3E H24 
“Sukhumi-1” 156.8°(16) 156.8*(16) F3E H24 
(Port Controller) 156.45*(9) 156.45*.(9) F3E H24 


“Frequencies are given in MHz. 

Storm signals are exhibited at a signal mast located on the roof of the 

Port Authority's office. 
BERTHING: Vessels of up to 190.0 m. in length are allowed to moor at 
the new passenger pier. The permitted draft is restricted by the depth 
of water (7.8 m.). Vessels are not allowed to moor to berths during dense 
fog and in restricted visibility when navigational lights and the current 
indicator on the passenger berth are not visible. In this event vessel 
should anchor and disembark passengers in the outer roads. 

When mooring, Master should bear in mind the direction of the current 
and the effect on the mooring angle of vessel. 

By day, the direction of the current indicated by a spar buoy located 
at the head of the passenger pier, and at night, by lights exhibited from 
the elevation of the front leading light. 

Agreen light shown lower than the front leading light indicates Easterly 
current, and a red light, current of Westerly direction. 

The rate of the current is usually determined by the Master himself. 

Due to the constant influence of the current, mooring is usually 
effected without tug assistance. 

Masters of vessels moored at the port berths should keep the main 
engines ready bearing in mind the fact that the outer roads of the port 
are not protected from the effect of winds. 

There are no portal cranes on the passenger pier. Handling of cargo 
is done by 5 ton port cranes and caterpillar crane with lifting capacity of 
12 tons. 

FRESH WATER: Supplied ex-shore. 

FUEL: Can be supplied by lighters. 

REPAIRS: Not possible. 

TIME: GMT plus 4 hours. GMT plus 5 hours in Summer. 

GARBAGE DISPOSAL: No service available. 

WASTE OIL DISPOSAL: No service available. 

SEAMAN'‘S CLUBS: None. 

AUTHORITY: The Port of Sukhumi Authority, 66 Rustaveli Street, 
384900 Port of Sukhumi, Georgia. Tel: 2-82-02, 2-34-03, 2-34-00. 
Cables: Morport Sukhumi. 

AGENT: A branch of the Port of Batumi Main Maritime Agency “Inflot” 
at the Port of Sukhumi. Cables: “Inflot Sukhumi”. 


NOTES 
Please also advise Shipping Guides Ltd. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engl 


Federal Republic of Germany 


GENERAL: 
RIVER ELBE: (See Plan) 
GENERAL INFORMATION ON ELBE PILOTAGE, DEEPSEA 


PILOTAGE, HELICOPTER AND RADAR SERVICE, ANCHORAGE ON 
THE RIVER ELBE. 

Elbe Pilots for ali ports on the River Elbe, Cuxhaven, Brunsbuttel, 
Butzfleth, Stadersand, HEW-Wedel and pang 
Pilot Vessel: For inward bound vessels near Elbe Lightvessel, a 2- 
masted pilot vessel with black hull and yellow funnel and “Lotse” painted 
in white letters on both sides of hull is stationed in approx. position Lat. 
53° 59.5’ N., Long. 08° 09.0’ E. (1.5 miles E.S.E. of Elbe Lightvessel). 

In bad weather pilot vessels shift to Lightbuoy ‘9". Such shifting is 
reported by Norddeich Radio in a navigational warning. 

Pilot vessel can be contacted on VHF Channel 16 or 8, by showing 
be | “G", by sound or morse light signals. 

uring the night pilot vessels show the lights ep naeg for pilot craft 
according to Rule 29 of the International Regulations for Preventing 
Collisions at Sea. 

The vessel used for embarking Pilots will, in addition, show white flares 
for 30 seconds at 2-minute intervals according to Rule 36 of the 
International Regulations for Preventing Collisions at Sea. 

Traffic Separation Scheme in the ‘‘Approaches to River Elbe’’: The 
separation zone of this traffic separation scheme also constitutes a 
safety zone around Elbe Lightvessel. Ships are urged to give the 
Lightvessel a good berth when passing. 

asters are requested not to leave the traffic lane in question when 
taking a Pilot. 

There is an anchorage lying 3 miles to the N.E. of the traffic separation 
scheme. Special care should be applied when approaching or leaving 
the anchorage. See “Anchorage”. 

Land-based radar contact can be requested through radar station 
“Elbe Approach Radar Radio”, on VHF Channel 19 during bad weather 
conditions, e.g. when visibility drops below 3,000 m., when there are ice 
floes, when buoys have been removed from their respective positions 
or when pilot vessels are leaving their positions, for further particulars 

lease see “Radar”. 

ILOTAGE: Vessels requiring Elbe Pilot must order same at least 
12 hours prior to arrival at Elbe Lightvessel by radiotelegram to 
“Elbelotse Brunsbuttel’”. 

Cable address: ‘“Elbelotse Brunsbuttel” via 

Norddeich Radio, call-sign DAN 

Telex: 28343 Ellots D 

Telephone: (04852) 87295 

Vessels coming from nearby ports should make the request on 
departure or as soon as possible. 

If the ETA alters, a correction should be transmitted. 

Message must include: 

1. Name of vessel, 


2. g.r.t, 
3. ETA Elbe Lightvessel, date 2 figures and time of vessel's arrival 
4 figures, 

4. draft, 

5. vessel's destination. 

(For example: 1., Eleka, 2. 12854, 3. ETA Elbe 02 1030,4. 24 ft. 04 in., 
5. Kiel Canal). 

1 hour before arrival at Elbe Lightvessel, Masters are advised to 

contact the pilot vessel by VHF Channel 16 or 8. 
Compulsory District Pilotage: Pilotage is compulsory on the River Elbe 
to and from Elbe Lightvessel for all sea-going vessels over 1,000 g.r.t., 
furthermore for all oil, gas and chemical tankers and, in addition, for all 
such tank-vessels over 10,000 g.r.t. on their way to and from Deutsche 
Bucht Lightvessel. 

These tank-vessels over 10,000 g.r.t. have to use the Western 
Approach Traffic Separation Scheme Deutsche Bucht. 

Pilots for these vessels will be embarked and disembarked only at 
the Deutsche Bucht Lightvessel by helicopter or pilot boat. See 
“Deutsche Bucht Pilot Service”. 

Furthermore, pilotage is compulsory for all bulk carriers of more than 
35,000 g.r.t. and other vessels of more than 60,000 g.r.t. on the River 
Elbe and on their way to and from Deutsche Bucht Lightvessel; all these 
vessels can embark and disembark Pilots only at the Deutsche Bucht 
Lightvessel by helicopter or pilot boat, they have to use the Western 
Approach Traffic Separation Scheme Deutsche Bucht. See “Deutsche 
Bucht Pilot Service”. 

Compulsory pilotage exists for outward-bound sea-going vesseis of 
more than 20,000 g.r.t. other than oil, gas, and chemical tankers as far 
as to the outer range of the pilot vessel position at Elbe Lightvessel 
even when, under bad weather conditions, the pilot vessel has been 
moved up-river. 

The disembarkation of Pilots can take place by helicopter at Elbe 
Lightvessel, if ships of the last category (20,000 g.r.t. other than oil, gas, 
and chemical tankers) are equipped with a peeeey marked winchi 
or landing area according to International Chamber of Shipping (ICS 
Guide to Helicopter/Ship Operations. 

See “Deck-markings and Dimensions Plan” in Plan Section. 
Exemptions: 

The compulsory district pilotage regulations do not apply to tankers 
of less than 300 g.r.t. and other sea-going vessels of less than 
5,000 g.r.t., provided that: 

— such vessels navigate a route which the Master of the vessel in 
question has navigated at least 6 times within the preceding 
12 months in that same vessel; 

— the Master of the vessel has an adequate knowledge of the 
German language; 

— such vessels are equipped with an operational radar as well as 
with an operational VHF radiotelephone installation featuring the 
Channels specified for the pilotage district in question. 
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Nevertherless, it is most advisable for any vessel to take a Pry 
only because of his local navigational knowledge but also Pe 
familiarity with the special provisions for the River Elbe, the Quaren, 
and Customs regulations. 

In principle all vessels have to take 1 Elbe Pilot. 

Bulk carriers and tankers having a draft of more than 37 ft. in say 
(38 ft. in fresh water) - regardless of size — and all vessels XCRg5 
60,000 g.r.t. — regardless of draft — must take 2 Elbe Pilots. 

Pilotage District divided into 3 areas: 

1st District: From Elbe Lightvessel to Brunsbuttel (entrance oh 
Canal) 40 miles (from Deutsche Bucht Lightvessel to Brunsh 
68 miles) — operated by Elbe Pilots; 

2nd District: From Brunsbuttel to Hamburg Seemannshott (ents, 
to Port of Hamburg) 40 miles — operated by Elbe Pilots; 

3rd District: Covers the whole area of the Port of Hamburg — opera, 
by Port Pilots. 

First change of Pilots takes place at Brunsbuttel for either a Kiel 
Pilot or a second River Pilot, the Harbour Pilot for Hamburg will em, 
at Hamburg — Seemannshoft. 

Vessels expecting Pilot may wait in vicinity of Elbe Lightvesss 
Deutsche Bucht Lightvessel. 

Contact either the Elbe pilot vessel or the Heligoland Pilot Station, 
VHF Channel 8, 13 or 16. 

No restriction imposed on night entry for any vessels on the py 
Elbe. 

Current velocity 2-3 knots; mean tidal range at Outer Bar Light-bp 
“9” 9 ft. 10 in.; Brunsbuttel 9 ft. 2 in. and Hamburg 10 ft. 4 in. natu. 
bottom, sand and mud. 

River pilotage dues (Lotsabgaben) have to be paid by all ves» 
exceeding 300 g.r.t., irrespective of whether they have used a river? 
or not. 

Pilotage fee (Lotsgeld) will only be charged if a Pilot is employe 
Deutsche Bucht Pilot Service: A central pilot service has be 
established at Deutsche Bucht Lightvessel. 

Elbe Pilots will be transferred: By helicopter stationed , 
Wilhelmshaven-Mariensiel and Brunsbuttel-St. Michaelisdonn or bys 
vessel operating from Heligoland. There is a pilot station on the ise 
of Heligoland equipped with VHF operating on Channels 13 and 16 
which responds to calls addressed to “Heligoland Pilot”. 

Vessels a rent, their Pilot at Deutsche Bucht Lightvessel shy 
stand by on VHF Channel 13 or 16 on approaching the rendez 
position. 

Vessels bound for the Jade or Weser ports and requesting the Wey 
Pilot at Deutsche Bucht Lightvessel should contact: By radio telegz 
linked with the code word “ETA Deutsche Bucht Lightvessel” to» 
telegram address “Weser Pilot || Bremerhaven”. Telex No. 02386) 
Tel: 0471/42220. VHF Channel 16. 

Procedure for ordering pilot and Compulsory District Pilots 
Regulations are similar to the article about Elbe Pilotage. 

During bad weather conditions the pilot cutter operates at an up-1 
position. Compulsory pilotage to the outer range and to the Weser Lat 
exists for outward — bound vessels of more than 20,000 g.r.t., othert 
oil, gas and chemical tankers and for car carriers and Ro-Ro vesses! 
more than 10,000 g.r.t. 

HELICOPTERS: Helicopter Pilot service is available for vess 
exceeding 10,000 g.r.t. at Deutsche Bucht Lightvessel. 

The service to embark or disembark Pilots onto or from ships + 
anchor” or “underway” can be provided day and night. 

A twin-turbine powered Bell 212 S and/or Sikorsky S-76 helicople 
available for this service. Only suitably equipped vessels may havt 
Pilot transferred by helicopter. 

There must be a properly marked landing area or a marked wine! 
area available according to International Chamber of Shipping (0 
Guide to Helicopter/Ship Operation. 

See “Deck-markings and Dimensions Plan” in Plan Section. 

If such a marking is lacking, it will not be possible for the helico# 
to touch down or drop a Pilot. 

These vessels have to send aforementioned information together" 
their ETA. 

(a) Pilots for the Elbe pilotage region are to be requested 24 ho 
prior to arrival at the helicopter rendezvous position in the vic 
of Deutsche Bucht Lightvessel by radiotelegram to “Elbe! 
Brunsbuttel”’. 

Cable address: ‘“Elblotse Brunsbuttel” via 
Norddeich Radio, call-sign DAN. 

Telex: 28343 Ellots D 

Telephone: (04852) 87295 : 

Vessels coming from nearby ports should make the reques’ 
departure or as soon as possible. 

Message must include: 

1. name of vessel, 


ie, 
ETA Deutsche Bucht Lightvessel with date 2 figures and tm 
vessel's arrival 4 figures, 
draft, 
. vessel's destination, 
. whether a properly marked landing area or marked winching ®* 
is available, 
7. if yes, whether to starboard or port and on which hatchway oF we 
part of the ship. 
(For example: 1. Terre, 2. 104468, 3. ETA Deutsche Bucht 11 
4. 41 ft. 03 in., 5. Brunsbuttel Elbe-Terminal, 6. Landing area @' 
7. on port side.) ; 
(b) Acorrected ETA should be sent to “Elblotse Brunsbuttel” 6% 
prior to the transfer operation at Deutsche Bucht Lightves®* 
(c) Send the exact time of arrival to “Elblotse Brunsbuttel” 2% 
before arrival at Deutsche Bucht Lightvessel. P 
In addition to this, vessels should keep watch on VHF Channe” 
30 minutes before arrival so that the helicopter can contact the 
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after radio contact is established (VHF Channel 9), the vessel shall 

‘ge the helicopter pilot of the vessel's position, heading, speed and 
we | wind direction and speed over the deck. 

"yg essential that the vessel transmit direction finding signals on 
440 kHz until the helicopter is over the ship. On request of helicopter 

an yninterrupted (locked key) transmission should be given. 

ao transferring the Pilot, vessels are restricted in their ability to 
manoeuvre according to Rule 3(g) (iii) and (iv) and may exhibit the lights 
and shapes as under rule 27(b) of the International Regulations for 
preventing Collisions at Sea. In addition, they may inform shipping of 
heir manoeuvres by MHF 22 v me + A 

in cases of defect of helicopter, poor visibility, icing conditions, 
adequacy of construction of ships, or no landing or winching area 
markings, the Pilot will have to be embarked or disembarked by the Pilot 
poat at the same position. ; 

‘A sea-going Pilot boat is operating from Heligoland in up to Beaufort 
Sea Disturbance Nos. 4 — 5 for embarking and disembarking the Pilots, 
ithe helicopter is not available, or if the ship's construction is inadequate 
lor helicopter transfer, or if the helicopter landing or winching area of 
he ship has no proper marking according to International Chamber of 
Shipping (ICS) Guide to Helicopter/Ship Operation. See ‘“Deck-markings 
and Dimension Plan” in Plan Section. 

i due to incomplete or misleading ETA information it is found at the 
attempted Pilot transfer by helicopter that the vessel is not properly 
marked and/or fitted for such transfer and the helicopter consequently 
nas to return to base, it will be necessary to send a Pilot by boat from 
Heligoland, which may involve considerable delay plus the cost of the 
futile flight. 
eat If helicopter operation cannot take place, the ship will be 
informed of the fact by radio telegraph via Norddeich Radio (DAN). For 
that purpose a permanent radio watch should be kept on 500 kHz 
(512 kHz if distress traffic is in progress on 500 kHz) during the 
approach, starting 2 hours before reaching rendezvous position at 
Deutsche Bucht Lightvessel. 

The Master will receive further instructions by radio message or via 
VHF on how to proceed, if Pilot transfer is not possible. 

The Heligoland pilot station can be called on VHF Channel 16 or 13 
and should be addressed “Heligoland Pilot’. 

Vessels expecting a Pilot at Deutsche Bucht Lightvessel will be called 
on 500 kHz (512 kHz during distress working) or on VHF Channel 16 
or 13 for information on transfer details. 


RADAR: A continuous and co-ordinated chain of radar stations has been 
established to cover the traffic flow along the estuary of the River Elbe 
from a point 4 miles before passing Elbe Lightvessel as far as well into 
the port of atl 

f visibility drops below 3,000 m. and/or if particular situations arise 
(eg. ice floes, withdrawn buoys, pilot vessels leaving their positions, 
étc.). Masters of inward-bound vessels may request land-based radar 
monitoring assistance from a point 4 miles before passing Elbe 
Ughtvessel until receiving a Pilot. This service will be rendered by Elbe 
Pilots and is available by contacting Elbe Approach Radar Radio, 
VHFChannel 19. 

The same service is extended to outward-bound vessels as far as 
4miles West of Elbe Lightvessel. 

Once the Elbe Pilot has come aboard he will be assisted by his land- 
based colleagues monitoring the shore-operated radar system. 

Radar Stations along the River Elbe: Elbe Approach Radar Radio, 
VHF Channel 19; Neuwerk Radar Radio 1, VHF Channel 18; Neuwerk 
Radar Radio 2, VHF Channel 5; Cuxhaven Radar Radio, VHF Channel 
21; Belum Radar Radio, VHF Channel 3; Brunsbuttel Radar Radio, VHF 
Channel 4; Freiburg Radar Radio 1, VHF Channel 18; Freiburg Radar 
Radio 2, VHF Channel 22; Steindeich Radar Radio, VHF Channel 5; 
Hetlingen Radar Radio, VHF Channel 21; Hamburg Radar Radio, VHF 
Channel 3 and 19. 

Each station broadcasts periodical reports, in German and English, 
disibility, ice, tide, alterations of seamarks, etc. See “Admiralty List of 
Radio Signals”. 


ANCHORAGE: A deep-water anchorage for deep-draft vessels, very 
large crude carriers (VLCC’s), and ultra large crude carriers (ULCC’s) 
s located South of “Deutsche Bucht” Lightvessel, approx. position Lat. 
54° 05’ N., Long. 07° 27’ E. Depth of water from about 34 m. to 36 m. 

In the vicinity of Elbe Lightvessel (3 miles to the N.E.) for large and 
deep-draft vessels, North of estuary, approx. position Lat. 54° 03' N., 
long. 08° 09’ E., depths from about 14 m. to 19 m. below chart zero. 

Neuwerk Roadstead, approx. position 53° 58’ N., 08° 30’ E., depth of 
water from about 8 m. to 17 m. below chart zero; 

Medem Roadstead, approx. position 53° 51’ N., 08° 46.5’ E., depth 
of water from about 5 m. to 13 m. below chart zero; 

Neuteld Roadstead, approx. position 53° 51.7’ N., 09° 00’ E., depth 
o' water from about 8 m. to 10 m. below chart zero; 

NE. Roadstead, off Brunsbuttel, permission only for 1 tide, approx. 
position 53° 53’ N., 09° 12’ E., depth of water from about 13 m. to 14 m. 
delow chart zero; 

(Freiburg Roadstead, approx. position 53° 50.6’ N., 09° 19.5’ E., depth 

water about 13 m. below chart zero; 

nee are further anchorages for small vessels at Sudreede (South 
chorage) off Brunsbuttel, Wischhafen, Krautsand, Grauerort — and 

Wielenfleth Roadstead. 

bottom at all these anchorages consists of sand and mud. 


DeEP-SEA PILOTAGE: Ships requiring the assistance of Deep-Sea 
ak in the North Sea, the English Channel, or the Skagerrak shall 
© use only of the service of Deep-Sea Pilots in possession of a 
Pilot Card issued in accordance with the Rules and 
lations for the Good Government of Deep-Sea Pilotage in North Sea. 
orthe & requiring the assistance of a Deep-Sea Pilot in the North Sea 
5 Nglish Channel may request the assistance of pilots licensed by 
&deral Republic of Germany. 
Baltic Deep-Sea Pilotage”. 


GERMANY 


Request for Deep-Sea Pilots should be made for vessels berthed in 

German North Sea ports 6 — 8 hours before ETD 

Continental North Sea ports 24 hours before ETD 

UK North Sea and 48 hours before ETD or before 

Channel Ports passing the local pilot station (as 
appropriate). 

Vessels entering European waters through the English Channel 
usually take their pilots at Brixham 1.5 miles N.E. of Berry Head or at 
Cherbourg 1 mile North of CH 1 Buoy. Pilots of outward-bound vessels 
normally disembark at the same stations. 

Deep-Sea Pilots (not authorised as dual capacity River Pilots) are not 
allowed to pilot any vessels (whether subject to compulsory pilotage or 
not) on the River Elbe from Deutsche Bucht Lightvessel as far as the 
Port of Hamburg, regardless of whether pilot vessels are on position or 
not during bad weather conditions or whether or not Pilots can be 
embarked or disembarked during bad weather at the normal transfer 
position. 

Also see “Brixham” 

Extra Service: \nward-bound vessels — especially container vessels — 
wishing to proceed without delay by gale or fog, etc., regardless of 
whether pilot vessels are in position or not during bad weather 
conditions, as may be caused when taking an Elbe Pilot at Elbe 
Lightvessel or Deutsche Bucht Lightvessel, can request the Elbe Pilot 
to come aboard at the first Channel or North Sea port of call for 
approaching the river Elbe and non-stop onward upstream pilotage. 

In order to avoid all the disadvantages caused by the forementioned 
situation — if foreseeable — it is urgently advised to request an Elbe Pilot 
in time. 

Advantages: Assistance of nautical staff in the heavily congested area 
of the German Bight — especially of the approach of the River Elbe —, 
exact knowledge of local conditions, saving of time, reduced hazards. 

Please observe these periods of notice: 

Continental North Sea ports: 24 hours prior to ETD 

UK North Sea and Channel ports: 48 hours prior to ETD or before 

passing local pilot station. 


Coastal Pilotage: Coastal pilotage is available from a position near 
Lightvessel Borkumriff to the limits of the pilotage districts Ems, Weser 
\l/Jade, and Elbe. 

Telegrams: Emslotse Emden via Norddeich Radio/DAN 

Telephone: 0492/24000 

Telex: 27882 lotsen d 


Baltic Pilot — Kiel: Ships requiring assistance of state-licensed Deep- 
Sea Pilots for the Baltic Sea to send their request to 

German Deep-Sea Pilots Brake 

Cable: “Germanpilots Brake” 


or Baltic Pilots Kiel 
Cable: Balticpilots Kiel”. 
or Deepseapilots Busum 
Cable: “Contipilot Busum”. 
or German Deep-Sea Pilotage Joint Service 


Cable: “Praconor Travemunde”. 
or “Praconor Bremerhaven”. 


or Captain Urmersbach, Brake 
Cable: “Urmersbachpilot Radio Unterweser’’. 


The Baltic Pilotage Authorities Commission Recommendation: 
The Baltic Pilotage Authorities Commission, recognising that Deep- 

Sea Slate helps to enhace safety of navigation and prevention of 
pollution of the marine environment, in particular to reduce the risks 
resulting from the high density of ships carrying dangerous or noxious 
cargoes and that the presence of a Deep-Sea Pilot on board would 
strengthen a vessel's navigational team and improve emergency 
measures in case of incidents and having considered the necessity to 
establish a certain order in Deep-Sea Pilotage in the Baltic Sea, 
recommends 

A. Masters of ships which are constrained by their draft and 

B. Masters of ships other than registered in one of the Baltic states, 

infrequently sailing in the respective area 

coming from or being bound for ports in the Baltic Sea to avail 
themselves of Deep-Sea Pilots, certified by a competent authority of a 
Baltic coastal state. 


pee to all Masters Entering the Baltic Sea concerning Deep-Sea 
tage: 

The IMO recommends that ships which wish to avail themselves of 
Deep-Sea Pilots in the area of the Baltic should only take Deep-Sea 
Pilots licensed by a Pilotage Authority of a Baltic coastal state, i.e. 
Denmark, Estonia, Finland, Germany, Latvia, Lithuania, Poland, Sweden 
and Russia (IMO-Resolution A.480 (XII). 

eae licensed Deep-Sea pilots are in possession of a red identity 
card. 

The Pilotage Authorities of the Baltic coastal states draw special 
attention to the following rule which came into force on ist 
January, 1983, but only obligatory for licences issued after that date. 

Deep-Sea Pilotage in the Baltic Sea Area shall be performed by 
Deep-Sea Pilots from the respective ports of departure of the Baltic 
coastal states only, including the Kiel-Holtenau Locks, the Sound and 
the Belts. A Deep-Sea Pilot shall disembark from a ship at the first port 
of call and shall return home as soon as possible. 

If the ship wants further advice by a Deep-Sea Pilot it is the 
responsibility of the local Pilotage Authority of that port to supply such 
a Deep-Sea Pilot. 

Also see “Baltic Deep-Sea Pilotage”. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle, 


BRAKE: 53.20 N. 08.29 E. (See Plan) 


PORT LIMITS: The government-owned piers are the commercial area 
of the port. A vessel is considered to be an “arrived ship" when she is 
moored alongside such piers, and the customs formalities are complete. 
Laytime will commence according to referring charter parties. 

Port Authorities distribute the free berthing places in following the 
“Benutzungsordnung fur den Hafen Brake” which says briefly that a 
vessel will get a rank position in actual arriving times: 

(a) for ships coming from sea: arrival “Weser Lanby” plus 5 hours. 

(b) for ships coming from Bremerhaven North Roads and Blexen 

Roads: departure plus 2 hours. 

(c) for ships coming from Bremen: departure plus 3 hours. 
DOCUMENTS: 

2 Lists Ship's Stores. 

2 Crew Lists. 

2 Passenger Lists. 

Health Certificate (forms obtainable from Pilot). 

Ship's Register. 

DEEP SEA PILOTAGE: See “General” before first German port and 
“Baltic Deep-Sea Pilotage”. 

PILOTAGE: Carried out by Weser River Pilots. The river Pilots also act 
as docking Pilots. Also see “Bremen” and “Bremerhaven”. 
ANCHORAGES: No anchorage in vicinity of Harbour. Anchorage in 
“Blexen Roads”. For further details see “Bremen”. 

RESTRICTIONS: Vessels proceeding to Brake with a draft in excess of 
24 ft. will be restricted by the tide. 

MAX. SIZE: Max. length 265 m. (869 ft.); no restriction on beam. 
Max. draft 37 ft. in fresh water. 

PRATIQUE: Free Pratique is given by Health and Immigration Officer 
only. If a case of fever or disease is suspected on board radio the Agent 
with details before arrival. 

RADIO: Cable Agent via Norddeich Radio (Call sign DAN) advising ETA 
and cash requirements. 

RADAR/VHF: Stations from Weser Lanby to Bremerhaven. Radar 
service between Bremerhaven and Brake. Radar stations have day and 
night service. If no fog every odd hour radar stations give on VHF or 
Pilot walkie-talkie report of visibility, defective buoys, anchoring ships, 
obstructions to navigation, and special occurrences. Direct contact 
between port and ship is possible on VHF. 

TUGS: Available day and night in sufficient number. No extra charge 
for using tug's lines. 

BERTHING: New locks have been built at the inner harbour and are 
operating since August 1979. Dimensions: Length 95 m. (311 ft.), width 
16 m. (52 ft.) Max. size of vessel to be handled will be a fully loaded 
vessel of 3,000 d.w.t. with a max. draft of 6.0 m. 

Inner Harbour with tide-independent lock: Length of dock 1,070 m. 
(3,500 ft.), width 110 m. (360 ft.). Length of canal 228 m. (750 ft.), width 
of canal 46 m. (150 ft.), length of quay in canal 228 m. (750 ft.). Depth 
4.3 m. 

Riverside Berth: Total length 1,852 m. (6,075 ft.), depth at pier 13.6 m. 
at North end and 14.6m. at South end at normal low water, tidal 
amplitude 11 ft. 6 in. Max. draft 37 ft. Max. length of ships not more than 
265 m. (869 ft.). 

This government-owned pier is divided into 2 areas. The Northern part 
is the crane-area with a length of 4,510 ft., the Southern part, 1,565 ft. 
long, is the grain-handling area. 

Private Pier of the Fettraffinerie/Unimills has a length of 245 m. (804 ft.) 
depth 11.0 m. 
SPECIALISED CARGO HANDLING FACILITIES: 
Inner Harbour: 
1 jib crane, capacity 32 ton. Working range 10 m. to 30 m. 
South Pier: 

3 grain elevators. Total discharging capacity 1,500 t.p.h. 

4 lorry and railtruck unloading stations. Total capacity 1,000 t.p.h. 

3 ship loading stations. Total teat capacity 1,800 t.p.h. 

6 lorry and railtruck loading stations. Total loading capacity 2,600 t.p.h. 
North and Middle Pier: 

4 luffing jib cranes — 25 tons capacity — max. reach 46 m. 

Belt conveyor system: Length 1,280 m. Max. capacity 1,000 cu.m.p.h. 

Wagon loading station: capacity 300 cu.m.p.h. 

Combined ship loader: capacity 1,000 cu.m.p.h. 

Fettraffinerie Quay: Loading/discharge points for vegetable and animal 
oils/grease, mineral oil, molasses and other liquid products. 

Discharge capacity: 1,500 t.p.h. 

Storage: 

Silo installation and storage shed for grain: 360,000 tonnes. 

Storage sheds: 55,500 sq.m. 

Free storage areas: 105,000 sq.m. 

Tank storage for grease, refinery and the S.S. “Elbe” 110,000 tonnes. 

The government-owned pier is equipped for containers, but not for 
Roll-on/Roll-off traffic. The berth does not handle liquid chemicals. 
STEVEDORES: ETA has to be reported to the Agent to arrange gangs. 
Stevedores are working 3 shifts around the clock on working days 
(Monday to Saturday); on Sundays and holidays 4 shifts are worked 
around the clock. 

MEDICAL: One hospital and several doctors available at Brake. 

Advance notice to Agent required if medical assistance necessary. 

TANKERS: Fettraffinerie Pier: Max. draft 33 ft. Discharging lines: 

oa rad 6 in., fuel oil 8 in., diesel 10 in. and vegetable oil from 4 in. to 
in. 

DENSITY: Brake Port, Fresh water: salinity = 1002-1004. 

FRESH WATER: Available both at Riverside Berth and Inner Harbour. 

as capacity from 18 t.p.h. to 20 t.p.h. 

FUEL: All ort available by bunker barges. 

FIRE PRECAUTIONS: No smoking on deck. For tankers at Fettraffinerie 

Pier smoking only in saloon and/or messroom. 

CONSULS: Consuls at Bremen. 

REPAIRS: All normal ship and engine repairs can be carried out during 

laytime on board. 
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DRY DOCKS: One dry dock at Petram Wertt, Brake, for Ships ws 
length not in excess of 85 m. (279 ft.), nor wider than 16 m. (52 ft.g,, 
and a max. draft of (3.98 m./13 ft. 1 in.) 

SURVEYORS: Classification Societies not represented but Seve, 
peck te available at Brake Port. 

GANGWAY/DECK WATCHMEN: Crew's watchmen NECESSArY ~ gh 
tides, current-speed 3 knots. 

HATCHES: Depends on the different charter parties. 

CUSTOMS ALLOWANCES: 200 cigarettes, 1 bottle of spirits ang; 
bottles of wine. : 
CARGO GEAR: Load/discharge normally effected by shore-gear, 
REPATRIATION: Any necessary repatriation and/or crew Changes ¢» 
be effected by Agents at Brake. 

AIRPORT: International airport served by regular airlines at Brome 
Brake to Bremen, distance 57 km. (35 statute miles). 

TIME: GMT plus 1 hour. GMT plus 2 hours (last weekend in March» 
last weekend in September). 

HOLIDAYS: New Year, Good Friday, Easter Sunday and Monday; \y 
May, Ascension Day; Whitsunday and Monday, Penitentiary Day, | 
Christmas Days. Cargo work can be arranged on those days, eXCe 
on New Year, Easter Sunday (1st Easter day), 1st May, Whi 

1st Christmas Day, and on the days before such days till 1200 ang, 
1400 hours. 

POLICE/AMBULANCE/FIRE: Police 110; Ambulance 19222; Fire 1; 
TELEPHONES: No arrangements to place telephones on board. 
oe LEAVE: Shore passes are required according to custom 
regulations. 

IDENTIFICATION CARDS: Shore passes are only issued for oy 
members and passengers of those nationalities that normally requir; 
Visa to enter the Federal Republic of Germany. No shore passes » 
issued for crew members and passengers who do not require a Visa» 
enter the Federal Republic of Germany, Seaman's Book or Passpor; 
sufficient. 

Shore passes issued to passengers are chargeable. 
GARBAGE DISPOSAL: Within the port area, several collection pom 
have been established that may be used for normal ship's 
including victual and domestic waste generated during the nom 
operation of the ship. 

After berthing, garbage bags will be delivered on board the ship. 4 
garbage should be collected into these and brought to the contaiy 
before leaving the port. Further bags can be supplied if needed. The 
are no charges for the bags or for use of the container. 

This service does not include garbage that cannot be placed int 
container because of its size. It is also strictly prohibited to place 
special waste, such as chemicals, paints, oily residues or batteries; 
these containers. The agent will know firms which are able to cole 
this special waste and remove it. Charges will be for ship's account. fy 
free disposal of solid oily residues such as filters, drums or polish 
clothes, a special container is available on the quay. 

WASTE OIL DISPOSAL: Service available. Contact Port Authority & 
details. 

SEAMAN’S CLUBS: Seemannsheim, Weserstrasse 1A, 2880 Bratt 
Tel: 04401-4490. 

CURRENCY: Deutsche Mark (DM). U.S.$1.00 = DM 1.75 (2.94). 
DEVELOPMENTS: Weser fairway depth will be increased to 127 
(39 ft. 6 in.). 

AUTHORITY: Niedersachsisches Hafenamt Brake, Brommstrasse! 
P.O.Box 1262, 26912 Brake. Tel: 04401/9250. FAX: 04401-3271 
Contact: Captain K.P.Toeliner, Harbour Master. 


BREMEN (Including Farge): 53.07 N. 08.45 E. (See Plat 


DOCUMENTS: 

3 Crew Lists. 

3 Passenger Lists. 

Provision and Store Lists including fuel oil. 

Dangerous Cargo Lists. 

Health Declaration. 

Ship's Register. 

No Customs Papers if vessel laying in Freeports at Bremen. 
DEEP SEA PILOTAGE: See “Brixham” or “Cherbourg” and “Gene® 
before first German port and “Baltic Deep-Sea Pilotage”. 
PILOTAGE: Compulsory for ships of more than 1,000 g.r.t. and tank 
of more than 300 g.r.t. and for all ships with dangerous goods in b? 
and nuclear ships, exemptions possible. 

Distance from Weser Lanby to Bremerhaven 36 miles. Distance! 
Bremerhaven to Bremen 32 miles. 

At least 12 hours before arrival at Weser Lanby, Masters should c® 
messages to “Lotsenbruderschaft Weser zwei Bremerhaven © 
Norddeich Radio. Message to include name and g.r.t. of vessel, p® 
where Pilot required to board, day and hour of vessel's arrival, vess* 
destination and fresh water draft in metres. Sea Pilots board at We# 
seabuoy to Bremerhaven. River Pilots board at Bremerhaven to pe 
vessels to Bremen. 

Pilot station near Weser Lanby (54° 05’ 16” N., 07° 50’ 00" E.) be? 
painted motor vessel, black topped funnel, white lettering “Lots? , 
hull. In rough weather, pilot boat may be found inside near Buoys 
and 79. Pilots may be contacted by Norddeich Radio, 2182 or 2614 
or by VHF Channel 16. j 

River Pilots boarding at Bremerhaven also act as harbour Pilots ® 
ports above Bremerhaven. 


GES: 
AncHoRe mile S.W. of Weser Lanby. 
L Hoheweg Road between Buoys 17 and 19. 
Tanker Road W. of Buoys 27-31. 
i Biexen Roads (South Roads) only for smaller ships. 
TIONS: Vessels proceeding to Bremen, with a draft in excess 
of 25 ft. will be restricted by the tide. , 
wax. SIZE: help Length 190 m. with draft 10.7 m., longer ships 
restricted draft. 
os At the entrance of the Industriehafen: Length 248 m., clear width 
SA passing with max. length 230 m. and max. breadth 32.30 m. 
according to tide, docking is possible up to 9.45 m. (31 ft.). 
WEALTH: Master has to fill and sign Maritime Declaration of Health 
which is handed to Health Officer on arrival at Bremerhaven and 
_ In case suspected disease or fever on board radio details to 
Health Bremerhaven via Norddeich Radio before arrival. 
RADIO: Cable Agent via Norddeich Radio, call sign DAN, advising ETA 
and cash requirements. f 

Bremen Port Radio VHF station on Channels 3 or 16 to be used for 
messages to all Port Authorities including Police and Fire Brigade and 
port Health in case of emergency. Bremen Lock Radio on Channel 12. 
RADAR/VHF: Stations from Weser Lanby to the port area of Bremen. 
«no fog, every odd hour radar station gives by VHF or Pilot walkie- 
takie, report of visibility, defective buoys, anchoring ships, obstructions 
wo navigation and special occurrences. ; 

Ships ordered for Bremen _ Industriehafen should contact 
Osiebshausen Lock” via Channel 12 VHF after passing Bremerhaven. 
TUGS: Tugs available at all stations according to ships request. Tugs’ 
ines used (only) without charge. 

BERTHING: Berthing at Bremen: The following harbours can be 


reached: 
Harbour name: Quay Length Depth (above chart datum) 
m. (m.) 

Europahafen 2,730 3.20-— 8.60 
Uberseehafen 2,960 3.20 — 10.20 
Werfhafen 700 3.20- 7.20 
Holz-und Fabrikenhafen 2,600 4.20-— 8.50 
Getreidehafen 570 4.00 — 11.50 
Neustadter Hafen 3,100 4.00 — 11.50 
Kap Horn Hafen 725 9.00 
industriehafen 3,060 3.20- 6.20 


(plus harbour water, 
about 3.80 m., only 
Industriehafen) 
Max. draft is dependent on the prevailing winds 
SPECIAL CARGO HANDLING FACILITIES: 
Freeports: Neustadter Hafen, Uberseehafen and Europahafen, mainly 
general cargo. 


Quay length: 7,960 m. 
Max. draft: 11.50 m. 
Shed storage: 532,000 sq.m. 


Porterage company: Bremer Lagerhaus-Gesellschaft. 
Facilities: Air-conditioned fruit storage, refrigerated storage, 
consolidated cargo centre, packing centres, Ro/Ro terminals, logistics 
and information processing on industrial plant transports and grain 
handling centre. 
Container Handling Facilities: Neustadter Hafen Shed 24 is equipped 
with 3 container cranes, suitable for 40 ft. containers. Max. lifting capacity 
$45 tons. The terminal has 116 connections for reefer containers. 
Shed 21 is equipped with 2 container cranes, suitable for 40 ft. 
containers, Max. lifting capacity is 80 tons. 
At the end of shed 24 Neustadter Hafen, 1 berth. Max. carrying 
capacity 60 tons, width 30 m., draft 32 ft. 
LASH Terminal: At Bremerhaven. Lash-lighter places: Lankenauer Hoft 
and Europahaven. 
Bulk handling facilities (Industriehafen): 
Suk cargoes such as steel, and steelware, coal, coke and coke breeze, 
timber, ore, oil, molasses, sand, stones, phosphate and further fertiliser 
and chemicals are handled by companies under private management. 
For entering Industriehafen see “Max. Size — Locks”. 
Huttenhafen: Klockner-Hutte mainly handles ore, scrap, coke and coke 
sand, steel and steelware as slabs and coils of Klockner Iron 
Quay length: 520 m. 
3 gantry cranes: 12.5, 15 and 55 tons. 
Storage area: 80,000 sq.m. 
Discharging capacity ore: 8,000 tons per 24 hours. 
Loading capacity coils: 5,000 tons per 24 hours. 
F Loading capacity slabs: 6,000 tons per 24 hours. 
henus WTAG: Mainly handles provender, coal, coke, minerals, wood 
mOducts, stones, etc. 
Quay length: 450 m. 
4 cranes: 25 — 56 tons. 
Storage area: 21,000 sq.m. 
Loading Capacity coils: 6,000 tons per 24 hours. 
Loading Capacity plates: 5,000 tons per 24 hours. 
Loading Capacity coal: 6,000 tons per 24 hours. 
farrier and riddler: 500 tons per 24 hours. 
wn @nhafen: Gebr. Rochling mainly handles coal, coke, ore, phosphate 
and logs. West Africa Terminal specialises in all kinds of general cargo 
Container handling. 
? ay length: 750 m. 
Cranes: 5 — 50 tons. 
| coal-loader: 60 tons. 
Storage area: 30,000 sq.m. 
cart Capacity coal: 9,000 tons per 24 hours. 
a Capacity coke: 6,000 tons per 24 hours. 
charging logs: 1,555 tons per 24 hours (approx.). 
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Kraftwerk Hafen (Power Station): At this berth only coal cargoes for use 
by the power station are handled. Discharging rate (1 crane) 8,000 tons 
to 10,000 tons per 24 hours. 
Kalihafen: Anker-Schiffahrt handles all kinds of cargo and is specialised 
in packing, decantation and sacking of chemical products. 

Quay length: 500 m. 

2 gantry cranes: 24 tons 

4 special loaders 

1 bridge for liquids 

Storage area: 40,000 sq.m. 

Tankfarm Defrol: Storage capacity 48,000 tons fuel. 

Hafen E: Hansakai (Klembt) handles all kinds of cargoes and is 
specialised in coils, pipes, construction parts, heavy lifts, ore and 
containers. 


Quay length: 285 m. 

1 gantry crane: 15 tons. 

4 cranes: up to 45 tons. 
Storage area: 11,000 sq.m. 


Wandel & Co: 60,000 sq..m. shed storage for grain and general cargo. 
Hafen F: Krages: Timber specialists. No cranes available. 
Baltus: Sand specialists. 
Hafen A: H. Menke & Co.: Quay length: 250 m. 1 tank for molasses 
15,000 tons. Specialises in wine import with storage area for 20 million 
litres. 
Plump: Disposal company with 100 m. of quay space. 
Other bulk handling facilities: 
Granary (Getreidehafen) near the Uberseehafen 
No locks, max. draft 35 ft. Lighterage is possible. 
Bremer Lagerhaus-Gesellschaft: 
Quay length: 300 m. 
Storage area: 90,000 sq.m. 
Berth “A” 3 elevators with a capacity of 400 t.p.h. max. length 275 m. 
Silo capacity 150,000 tons. 
Kraftwerk Farge (Power Station) 
Location: 10 miles downstream from Bremen. Only coal cargoes for the 
power station are handled. 


Max. draft 29 ft. 6 in. 
Max. length 200 m. = 656 ft. 
Max. beam 25m. = 82 ft. 


3 cranes, total discharging capacity 200 t.p.h. 
Rolandmuhle: Tidal basin Holz- und Fabrikenhafen. Grain facility with: 
Max. draft 34 ft. at low water. 
Max. length 180 m. (591 ft.). 
2 stationary elevators 3,000 tons per day 
1 conveyor for loading bags only. 
J.H. BachmanniJ. Muller/Karl Gross (Holz- und Fabrikenhafen) 
Facility for grain and occasionally, general cargo handling. 


Max. draft 28 ft. at normal low water. 
Quay length 710 m. (2,330 ft.). 

Cranes 13 Grain/General cargo 
Elevators 4x 250 t.p.h. each 


Klocknerhafen: Ore handled by Klockner Steelworks. 

Quay length 260 m. 

Max. draft(Tidal) 37 ft. 
General cargo loading installations (Kap Horn) with 2 quays, 1320 m. 
long inside Industriehafen and the other 800 m. long (at the riverside). 
The storage area of 100,000 sq.m. is equipped with gantry crane for 
handling pipes, construction parts and general. 
STEVEDORES: Ordered by Agent; no ETA advice to stevedores 


necessary. 

Working hours: 

Regular period: 0630-1430 resp. on Sundays: (overtime) 
0600-1400 1st shift: O600—1200 

Free Port 2nd shift: 1200-1800 


3rd shift: 1800-2400 
4th shift: 2400-0600 


1st shift: O600—1400 
2nd shift: 1430-2230 
3rd shift: 2300-0600 (overtime) 


Industriehafen/Grain Pier Industriehafen/Grain Pier 


0630—1430 0630—1230 
1430—2230 (overtime grain pier) 1230-1830 
2230-0630 (overtime) 1830-2430 

0030-0630 


On Saturdays: 
Free Port 
1st shift: 0600-1400 
2nd shift: 1430-2030 (overtime) 
3rd shift: 2100-0300 (overtime) 
Industriehafen/Grain Pier 
0630—1430 
1430—2030 (overtime) 
2030—0230 (overtime) 
CRANES: All piers are fitted with cranes 3/7 tons. Floating cranes up 
to 200 tons available. 
MEDICAL: All medical facilities available. Advance notice to Agent 
required if medical assistance necessary. 
TANKERS: Draft in fresh water. 


Holzhafen one berth, max. draft 28 ft. at LW 
Osterort | one berth, max. draft 34 ft. 6 in. at LW 
Osterort IV four berths, max. draft 37 ft. 8 in. at LW 
Farge two berths, max. draft 29 ft. 11 in. at LW 


For the following tanker berths see restrictions of the entrance lock 
Industriehafen. 


Oelhafen: one berth, max. draft 26 ft. 
Huttenhafen: three berths, max. draft 20 ft. to 30 ft. 
Kalihafen one berth, max. 31 ft. 3 in. 


Fina Oil, Einswarden. Max. draft 36 ft. 6 in. Discharging iines crude oil 
12 in., fuel oil 10 in., diesel 8 in. 

Frisia (Gulf Oil), Einswarden. Berth for tankers up to 250 m. length, 
max. draft 36 ft. fresh water. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle 


CONSULS: Tel: Tel: 
Austria 360 6221 Iceland 0471 71055 
Bangladesh 1760 244 Indonesia 3320 
Barbados 0471 49388 Ireland 32 13 73 
Belgium 590 7134 Italy 702 030 
Benin 17 630 Liberia 66 03 1 
Bolivia 66 12 30 Netherlands 32 37 26 
Brazil 66 38 16 Norway 12 015 
Chile 32 37 31 Pakistan 323610 
Colombia 15 707 Panama 3630014 
Costa Rica 15 549 Paraguay 32 10 01 
Denmark 17 680 Peru 15 629 
Ecuador 34 20 75 Senegal 0471 73 041 
El Salvador 38 95 349 Sweden 3592134 
Finland 39 81 South Africa 4677081 
France 30 53 115 Spain 34 40 90 
Gambia 30 76 215 Togo 17 640 
Ghana 36 5201 Turkey 17 10 26 
Guatemala 30 21 07 United Kingdom 5909-0 
Haiti 25 95 88 Uruguay 32 70 00 
Honduras 3092560 Zaire 15820 


DENSITY: Fresh water. 
FRESH WATER: Available by hose and barge. 
FUEL: All Grades available. 
FIRE PRECAUTIONS: Smoking or use of open fire not allowed all over 
the Port area. No smoking on deck. Tankers, smoking in saloon or 
messroom only. 
REPAIRS: All repairs possible. 
DRY DOCKS: Vulkan-Gravity Dock: Up to 240,000 d.w.t. 
Floating Dock: Up to 8,500 d.w.t. 
SURVEYORS: All types of surveys possible. 
GANGWAY/DECK WATCHMEN: Not considered necessary. But 
available when ordered. 
HATCHES: Opening and closing normally by crew with stevedores 
rine 
CUSTOMS ALLOWANCES: Outside freeports: 200 cigarettes for 3 
days or 50 grams tobacco and 1 bottle spirits. After 3 days further same 
quantities. Wine not restricted. Freeports in Bremen only Europahafen, 
Uberseehafen and Neustadter Hafen. 
CARGO GEAR: No additional requirements. Preventers necessary. 
REPATRIATION: Any time. 
AIRPORT: Regular national and international flights. 
HOLIDAYS: New Year's Day (no work performed); Good Friday; Easter 
Sunday (no work performed); Easter Monday; Labour Day (no work 
performed); Ascension Day; Whit Sunday (no work performed); Whit 
pore. 3rd October; Prayer Day; Christmas Day (no work performed); 
xing Day. 
POLICE/AMBULANCE/FIRE: Police help 110; Fire, First aid 112. Pilot 
Station Bremerhaven: Sea Pilots 4-22-20; River Pilots 4-22-89. 
Pilot Station Bremen: 3 : 
Port Administration Bremen: 361-0. 
Waterway Police: 38-20-31. 
Port Medical Services: 361-0. 
Immigration: Call Water Police. 
Foreign Calls: 0010. 
TELEPHONES: It is possible to rent a telephone box from mooring 
corey 
IDENTIFICATION CARDS: Shore passes are only issued for crew 
members and passengers of those nationalities that normally require a 
Visa to enter the Federal Republic of Germany. No shore passes are 
issued for crew members and passengers who do not require a Visa to 
enter the Federal Republic of Germany, Seaman's Book or Passport is 
sufficient. 
Shore passes issued to passengers are chargeable. 
GARBAGE DISPOSAL: All ships must deliver all garbage ashore before 
leaving port. The regulated collection service is operated by one 
contractor. Call Port Authority, Tel: 0421 361-8504, or contractor 
Nehlisen, Tel: 0421 391869. Bags and/or skips are provided. 
WASTE OIL DISPOSAL: Collection service is available through several 
contractors. Call Port Authority, Tel: 0421 361-8504. 
SEAMAN’S CLUBS: Deutsche Seemannsmission, 
2800 Bremen 1. Tel: 0421 18361. 
Stella Maris/Club, Hafenkopf Il, Nr. 2, 
Tel: 0421 394789. 
CURRENCY: Deutsche Mark (DM). U.S.$1.00 = DM 1.75 (15.2.94). 
REGULATIONS: Usual Port Regulations. Special Regulations for 
dangerous goods and Tankers. 
AUTHORITY: Hafenamt Bremen, Hafenhaus Uberseehafen, 28217 
Bremen, Germany. Tel: (0421) 361-8504. Telex: 246089 (HABRE D). 
gai rue 361-8387. Contact: Harbour Master on duty. Tel. (0421) 


Jippen 1, 
28217 Bremen 1. 


BREMERHAVEN: 53.33 N. 08.35 E. 


DOCUMENTS: 

4 Crew Lists. 

4 Passenger Lists. 

3 Provision and Stores List, including fuel oil. 

3 Dangerous Cargo List. 

Maritime Declaration of Health. 

Derat Certificate 

Ship's Register. 

No Customs Papers if vessel laying in Freeport at Bremerhaven. 
DEEP SEA PILOTAGE: See “Brixham” or “Cherbourg” and “General” 
before first German Port and “Baltic Deep-Sea Pilotage”. 
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PILOTAGE: See “Bremen”. 
Docking Pilots join vessels between Buoys 49 and 51A if Doung 

Uberseehafen or near entrance of Geeste River if / 
Fischereihafen. Docking Pilots can be requested via Bremerhavens, 
Radio on VHF Channel 12. 
ANCHORAGE: See “Bremen”. 
RESTRICTIONS: Vessels proceeding to Bremerhaven with Orat 
excess of 35 ft. will be restricted by tide. 
MAX. SIZE: Length 340 m., draft 41 ft. in fresh water. Draft 424 5, 
in fresh water, special permission required. , 
HEALTH: See “Bremen”. 
RADIO: See “Bremen”. 
RADAR: See “Bremen”. 
VHF: “Bremerhaven Port Radio” on Channel 12. 
eee Tugs join vessel with docking Pilots. Tug’s lines used at no en 
charge. 
BERTHING: There are two harbour-groups, Uberseehafen Nom. 
Geeste River and Fischereihafen South of it. : 
Uberseehafen: 

Along Weser River: 


Depth below Chart Day 
Columbus Quay 


32 ft. — 38 ft. 08 in, 


Stromkaje 40 ft. 04 in. — 44 ft. 09) 
Dock Basins: Maintained Depth 

Neuer Hafen 1 ft. 
Kaiserhafen | 29 ft. — 36 ft. 
Kaiserhafen II 36 ft. 
Kaiserhafen III 36 ft. 
Verbindungshafen 36 ft. 
Nordhafen 42 ft. 09 in. 
Osthafen 46 ft. 


The dock basins can be reached through 2 locks: 
Kaiserschleuse: Length 732 ft., gate width 87 ft. 09 in. without fend»: 
including fenders 83 ft. 7 in. 
Depth 23 ft. at LW. 
Length 1,220 ft., gate width 147 ft. without fends: 
including fenders 138 ft. 
Depth 35 ft. 03 in. at LW. Max. size of 
vessel. length 265 m., beam 38 m. 
(124 ft. 07 in.). Draft 42 ft. 08 in. 
With special permission of the port authorities the following maxiny 
FW drafts are allowed. 


Nordschleuse: 


42 ft. 8 in. = 13.0 m. — max. beam 38 m. 

42 ft. = 12.8 m. — max. beam 39 m. 

40 ft. = 12.5 m. — max. beam 40 m. 

38 ft. = 11.58 m. — max. beam 41 m. 

Fischereihafen: 
Dock basins: Maintained Depth 

Fischereihafen | 25 ft. 
Fischereihafen II 25 ft. 
Handelshafen 23 ft. 


Locks: 
Fischereihafen-Doppelschleuse 
Small lock: Length 349 ft., gate width 39 ft. without fenders; 
including fenders 34 ft. 06 in. 
Depth 20 ft. 06 in. at LW. 
Large lock: Length 328 ft., gate width 98 ft. without fenders; 
including fenders 94 ft. 
Depth 20 ft. at LW. 
SPECIAL CARGO HANDLING FACILITIES: The port is equipped" 
modern container, Ro/Ro and general cargo facilities. 

4 floating cranes having lifting capacities of 100 tons — 500 tons 
Columbus Quay: Passenger and general cargo facilities. 

Quay length 1,020 m. Depth 32 ft. — 38 ft. One shed of 33,000 9" 

9 cranes — 8 tons and one heavy lift bridge of 38 tons. 

Car loading installations: 

A car loading installation is situated in the Nordhafen. Quay lee 
620 m. Storage area 40,000 sq.m. for about 3,500 cars. The loadin’ 
done by ships’ ramp. 

The Car Terminal Bremerhaven, situated in the Kaiserhafen II, ha 
quay length of 1,075 m. and a storage area of about 526,000 sq.m 

The Car Terminal Bremerhaven, situated in the Kaiserhafen Il, 
a quay length of 700 m. and a storage area of 35,000 sq.m. 
Container Terminals: 

2 container terminals, 1 at Stromkaje and 1 in the Nordhafen, ® 
equipped with 17 container cranes, capacity 41 tons — 75 tons. 

Depth alongside in river 44 ft.03in. at LW. Depth at Nordha® 
42 ft. 09 in. 

Kaiserhafen/Verbindungshafen offers 4 basins for general cargo ® 
fruit handling. Quay length: 3,574m. Five banana _ dischaig’ 
installations have a capacity of over 500,000 tons per year. 

LASH Carriers: Special facilities are available. 

STEVEDORES: Ordered by Agent; no ETA advice to steved® 
necessary. 
Working hours: 1st shift: 0600-1400 
2nd shift: 1400-2200 
3rd shift: 2200-0500 
on Saturdays: 

1st shift: 0600-1400 
2nd shift: 1400-2000 
3rd shift: 2000-0200 
on Sundays: 

as Bremen Freeport. 
MEDICAL: Hospital facilities at all Weser ports. No vaccination norm 
required. 

TANKERS: Bominflot KG., Esso Kaje, Verbindungshafen. Max o 
32 ft. 06 in. ‘ 

There are several tank-cleaning boats available to receive sk’ 
Bremerhaven. 

DENSITY: 1008 — 1010. 
FRESH WATER: Available by pipeline at all berths. 


(overtime) 


(overtime) 
(overtime) 


eL: All grades available. 
ee PRE AUTIONS: No smoking on deck. Tankers smoking only 
y3 or messroom. 

ULS: Barbados, Iceland, Sweden, Senegal, United Kingdom. 
REPAIRS: All repairs possible. — 
DRY DOCKS: There are 2 graving docks and 10 floating docks with 

city 75,000 tons. 
“avevOR : (1) Caleb Brett: In Hamburg. Neustadter Weg 6, 2000 
namburg 11. Tel: (040) 366286. 
2) Lioyd's a ea of Shipping: Am Wall 102, 2800 Bremen. Tel: 
501) 310611. Also at Buckingstrasse 10, 2850 Bremerhaven. Tel: 


Sonal Veritas, District Hamburg: Spaldingsstrasse 1, 
Hi 1. Tel: (040) 230801. Telex: 02 154 26. 
GANGWAY/DECK WATCHMEN: Not considered necessary. 
OPENING/CLOSING HATCHES: Normally by crew with stevedores 
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nce. 

sSSTOMS ALLOWANCES: Outside freeports: 200 cigarettes for 3 
days or 50 grams tobacco and 1 bottle spirits. After 3 days, further same 
quantities. Wine not restricted. Freeports only at Bremen (Europa and 
Uperseehafen), and at Bremerhaven (Kaiserhafen, Columbus Kaje and 
\ rt). 
{ARGO GEAR: No additional requirements. Preventers necessary. 
REPATRIATION: Any time. _ 
AIRPORT: About 40 miles from Bremen. Regular airlines. 
HOLIDAYS: New Year's Day (no work performed); Good Friday, Easter 
sunday (no work performed), Easter Monday; Labour Day (no work 
performed); Ascension Day; Whit Sunday (no work performed); Whit 
Monday; 3rd October; Prayer Day; Christmas Day (no work performed); 

xing Day. 
SOLIGE/AMBULANCE/FIRE: Accidents, Police 110; Fire 112; Sea 
Pilots 42220; River Pilots 42289; Waterway Police 9466-7; Port Medical 

rvice 40031. 
EMERGENCY CO-ORDINATION CENTRE: Flottenkommando SAR 
\eitstelle, Meyerweg, 2392 Glucksburg. Tel: (04631) 8625-511 (Ext. 
575/6). 

bo Gesellschaft zur Rettung Schiffbruchiger, Seenotleitung, 
Werderstrasse 2, 2800 Bremen 1. Tel: (0421) 504393. Telex: 0244754. 
BANKS: (In Hamburg): Bank of America, Barclay’s Bank, Citibank, 
Uoyd’s Bank, Bankers Trust. 
STORING: See “Prelims”. 

(1) Yes 

(2) Yes 

(3) Yes, jetties fitted with cranes, distance to remain approx. 20 ft. 

(4) Yes 

(5) Equal to European Community Regulations. 

(6) Yes. 
|DENTIFICATION CARDS: Shore passes are only issued for crew 
members and passengers of those nationalities that normally require a 
Visa to enter the Federal Republic of Germany. No shore passes are 
issued for crew members and passengers who do not require a Visa to 
- the Federal Republic of Germany, Seaman's Book or Passport is 
sufficient. 

Shore passes issued to passengers are chargeable. 
GARBAGE DISPOSAL: Garbage disposal is compulsory for seagoing 
vessels. Containers provided on board 24 hours. Contact Nehisen, 
Stadtische Reinigung, Steubenstrasse 7b, 2850 Bremerhaven, Tel: 
0471 44030. The number of containers is calculated on the average 
number of crew in relation to ship size for two days stay in port, and 
charges are as follows: 


(1) Up to 300 g.r.t. 1 container DM 13.90 
(2) 301 upto 500g.r.t. 1 container DM 15.30 
(3) 501 upto 1.000 g.r.t. 1 container DM 25.20 
(4) 1.001 up to 1.600 g.r.t. 2 containers DM 50.40 
(5) 1.601 upto 5.000g.r.t. 4 containers DM 100.80 
(8) more than 5.000 g.r.t 6 containers DM 151.20 


Additional containers may be ordered as required, the charge being 
OM 12.50 each. The loaded containers will be collected before ship sails, 
or replaced, if stay is more than two days. 

Port Regulations require that crewmembers assist when filled 
containers are collected. 

As far as operational waste (residues of cargo, dunnage, protecting 
and separating material, etc.) is concerned, Port regulations require that 

are delivered ashore before the ship leaves the port. The 
necessary arrangements have to be made with the assistance of the 
agent. There is a number of private companies available which have 
the necessary permit for such activities given by the Port Authority. 
wee Port Duty Officer, Tel: 9474-635, with any questions. 

ASTE OIL DISPOSAL: Service for collection of waste oil available, 
‘allection by barges and tanker trucks 24 hours. Disposal of sludge 
esidues according to Marpol Annex II. During a pilot project ending 
SEAy r 1991, service is free of charge. 

MAN’S CLUBS: Deutsche Seemannsmission, Seemannsheim, 
a iterstrasse 55, 2850 Bremerhaven, Tel: 0471 43013. Facilities 
‘ —s include telephone service, money exchange, minibus service, 
be seeing, church services, coffee shop, bar, football matches, darts, 
Guehe tee table tennis. Annex available at Container Terminal 
AURRENCY: Deutsche Mark (DM). U.S.$1.00 = DM 1.74 (29.3.94). 
Hat ORITY: Hansestadt Bremisches Amt Bremerhaven, Der 
Bremkapitan, P.O.Box 100469, Steubenstrasse 7A, 27568 
renaven, Germany. Tel: (0471) 9474-600 Port Captain; (0471) 
ume Harbour Master. Telex: 238564 Hba Hk D. FAX: (0471) 

699. Contact: Port Captain/Harbour Master. 
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BRUNSBUTTEL: 53.53 N. 09.09 E. (See Plan) 


(A) GENERAL/ELBEHAFEN/CANAL BERTH 
(B) ELBE TERMINAL 

(C) BRUNSBUTTEL OIL PORT 

(D) OSTERMOOR 

(A) GENERAL/ELBEHAFEN/CANAL BERTH 


DOCUMENTS: 

Health Certificate forms obtainable from River Pilot. 

3 Crew Lists. 

3 Personal Effects Lists. 

3 Stores Lists. 

Bill of Lading. 

Ship's Register. 

For ships entering locks of Brunsbuttel for transit traffic through Kiel 
Canal, only ship's register required. 

DEEP SEA PILOTAGE: See “General” before first German port, and 
“Baltic Deep-Sea Pilotage”. 

PILOTAGE: Anchorage River Elbe: See “General” before first German 
port. 

Pilotage Kiel Canal: Pilotage generally compulsory, vessels exceeding 
100 m. LOA, 15.5 m. beam, 6.1 m. draft or 105 m. LOA, 15.0 m. beam, 
6.1 m draft must employ 2 wheelmen. 

Pilot station, Tel: 04852/8088, VHF Channel 9, ETA 6 hours prior 
arrival Brunsbuttel Roads by cable to “Kanallotse Brunsbuttel” via 
Norddeich Radio (DAN), requiring Canal or Harbour Pilot at Brunsbuttel, 
(for example: Brigitte 1249 ETA Brunsbuttel 29 1800 3.5 m.). Pilot will 
board ships off the entrance to Kiel Canal. 

Brunsbuttel Canal Pilot: Pilot boats are painted black with “LOTSE” in 
white letters on hull. Signal for Pilots is flag “G" over numeral pennant 
1, sound or morse signal, VHF Channel 9. 

ANCHORAGES: Vessels pets Aye entrance to the Canal may anchor 
in N.E. anchorage, South anchorage, or Neufeld anchorage. N.W. 
anchorage only for vessels bound for the next lock. 

RESTRICTIONS: No restrictions imposed on night entry. If draft above 
31 ft. 2 in. fresh water, vessels will be piloted to Brunsbuttel with flood- 
tide. 

Dimensions of lock: Length 310 m., beam 42 m. 

The Canal can be navigated by vessels up to 235 m. LOA and 32.5 m. 
beam and draft in accordance with table below. 


Length Beam in metres 
(m.) 20 21 22 23 24 25 26 27 28 29 30 31 32 32.5 
Draft in (m.) 
160 959595959595 9.5 95 9.4 9.3 9.2 9.1 89 8.9 
163 959595959595 95 9493 9.2 9.1 9.0 89 89 
166 9595959595 9595 94 9.3 9.1 9.0 89 88 8.7 
169 959595959595 9.493 9.2 9.0 89 88 8.7 86 
172 9595 95 95 9.5 949.3 9.2 9.1 9.0 88 8.7 86 85 
175 9595 9.5 95 9.5 949.3 9.1 9.0 89 88 86 85 8.4 
178 959595 9.5 94 9.3 92 90 89 88 8.7 85 8.4 83 
181 9595 9.5 94 9.3 92 9.1 90 88 8.7 86 85 83 83 
184 95959593 9.2 9.1 9.0 89 8.7 86 85 84 83 8.2 
187 9595 9493 9.1 9.0 89 88 86 85 84 83 8.2 8.1 
190 95 94 9.3 9.2 9.1 89 88 8.7 86 8.1 83 8.2 8.1 8.0 
193 9593 9.2 9.1 9.0 89 87 86 85 8.4 83 8.1 8.0 7.9 
196 9.493 9.1 9.0 89 88 86 85 84 83 8.2 8.0 7.9 7.8 
199 93 9.1 9.0 89 88 8.7 85 84 83 8.2 8.1 7.9 7.8 7.8 
202 9.2 9.1 9.0 8.9 8.7 86 85 84 8.2 8.1 8.0 7.9 7.7 7.7 
205 9.1 9.0 8.9 88 8.6 8.5 8.4 83 8.2 8.0 7.9 7.8 7.7 7.6 
208 9.0 8.9 88 8.7 85 8.4 83 8.2 8.1 8.0 7.8 7.7 7.6 7.5 
210 9.0 8.9 8.7 86 85 8.4 83 8.2 8.1 8.0 7.8 7.7 7.6 7.5 
214 89 88 86 85 8.4 8.3 8.2 8.0 7.9 7.8 7.6 7.5 7.4 7.4 
217 88 8.7 85 84 83 8.2 8.0 7.9 7.8 7.7 7.5 7.4 7.4 7.3 
220 8.7/8.6 8:4 8:3 8.2 8:1 8.0 7.8 7.7 7.6 7:5 7.4 7.3) 7.3 
223 +48.6 8.5 8.4 8.3 8.1 8.0 7.9 7.7 7.6 7.5 7.4 7.3 7.2 7.2 
226 8.5 8.4 8.3 8.2 8.0 7.9 7.8 7.7 7.5 7.4 7.4 7.3 7.2 7.1 
229 8.4 8.3 8.2 8.1 7.9 7.8 7:7 7.6 7.4 7.4 7:3 7:2 7.1 7.1 
232 8:.4'8:3' 8:1"'8.0 7.9 7.7 7:6 7.57.4 7:3 7.2 7.2-7.1 7:0 
205 = "6:58 1°60 $7.9) 7.8716 7.6 74 E 7.8" SCT Fe 0 710 
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Height above water-line transiting Canal must not exceed 40 m. 

For Binnenhafen, as far as km. 6.00, vessels not requiring to transit 
Canal may enter with draft up to 10.40 m. 

HEALTH: Pratique automatic for vessels entering harbour for loading 
or discharging, and ships passing through Canal if required and if Health 
Certificate form does not show any infectious diseases. 

RADIO: All messages to Agents and Pilots etc., through Norddeich 
Radio, call sign “DAN”. Closer to port Elbe-Weser Radio can be 
contacted by VHF Channel 16. 

Ships reporting station is on permanent duty at Brunsbuttel, VHF 
Channel 14, safety and calling Channel 16. 

RADAR: Radar Service from Elbe 1 to Hamburg see “General” before 
first German port, but no special Port Radar Service for Brunsbuttel. 
Radar Service in the area of Brunsbuttel available, can be contacted 
through VHF Channel 4, “Brunsbuttel Radar |”. 

TUGS: 5 tugs available at Brunsbuttel. Vessel’s lines used. Tugs 
normally join vessels bound for the Elbe Harbour on river in vicinity of 
Canal locks. 

From the approach limit up to entry into the lock, tug assistance is 
mandatory for vessels in Group 6 and also such vessels which 
manoeuvre only with difficulty. Tugs assisting ships entering locks join 
vessels on canal-roads. 

BERTHING: Ships lying at terminals situated on Canal bank in Inner 
Harbour should take into consideration that vessels must moor safely, 
as suction of passing ships may cause breaking of lines. 

Binnenhafen: Comprises the area between lock entrance and km. 5.27. 
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BRIDGES: Ships transiting canal must have bridge clearance of 40 m. 
Otherwise no obstructions. 

STEVEDORES: Ordered by Agents, no ETA to stevedores necessary. 
MEDICAL: Port Medical Service by Harbour Doctors. Day and night 
service. Inoculations have to be ordered 24 hours prior arrival. Hospital 
available at Brunsbuttel. 

TANKERS: Elbehafen — Oil Section: 

Location: At the Elbe-River bank, about 0.5 nautical miles upstream 
from Brunsbuttel Canal Locks. 

Depth of Water: Within the approaches, 13.50 m., alongside berth 
14.70 m. 

Max. Ships Dimension Acceptable: Length about 400m. Beam 
unlimited. Draft 12.95 m. (Sea Water). 

Dirty Ballast/Slop Disposal: By barges or tank truck. 

Max. Slop Quantity Acceptable: Contact Agent. 

Elbehafen for VLCC’s: The safe mooring of vessels up to 250,000 d.w.t. 
has been proved and has become a matter of routine. Harbour 
Authorities have no objections to accept larger vessels but investigations 
have to be made with Aa nes to safe mooring facilities ashore. Tankers 
with more than 37 ft. draft must arrive 2 hours prior to highwater at Elbe 
Lanby, in order to dock at Elbe Harbour with slack water or first ebb- 
tide. Vessels with draft not exceeding 37 ft. may dock during whole ebb- 
tide. Pilot vessels to be contacted via VHF radio Channels 13 and 16. 
Canal Berth: 

Location: inside Kiel Canal Lock at South bank of the Inner Harbour of 
Brunsbuttel. 

Depth of Water: Within the approaches 11.00 m. 

Max. Ships Dimension Acceptable: Length 150 m. Beam unlimited. 
Draft 6.50 m. 

BALLAST: 

Dirty Ballast Disposal: By barges or tank truck. Contact Agent. 
DENSITY: Brackish at Elbe Harbour and inside locks. Average density 


1003. 
FRESH WATER: Most berths supply by shore installations. Fresh water 
also available in the Canal locks. 
FUEL: All grades available. 

Bunker station on South side of Canal are: 

Elf — 4 berths. 
and on the North side of Canal: 

KuBi — Bunker Station — 1 berth, gas oil only. 
FIRE PRECAUTIONS: No specific precautions except in Kiel Canal. 
CONSULS: All consulates available at Hamburg. 
REPAIRS: Only minor repairs can be effected. Big yards and dry docks 
available at Loa 
GANGWAY/DECK WATCHMEN: Services of watchmen not necessary 
but available a and night if required. 
OPENING/CLOSING HATCHES: Normally carried out by crew. 
CERTIFICATES: Ships entering canal and using terminals must have 
international ship's register. All other certificates should be valid. 
CUSTOMS ALLOWANCES: Tobacco, each crew member 200 
cigarettes or 50 cigars or 250 grams of tobacco. Surplus will be sealed 
up by Customs. Wine and/or spirits 1 bottle of spirits and 1 bottle of 
wine permitted for each crew member. Beer unlimited. Ships transiting 
canal are not affected. 
REPATRIATION: Crew changes can be arranged in connection with 
local Immigration Office. 
AIRPORT: Nearest airport Hamburg, 90 km. away. 
TIME: GMT plus 1 hour. GMT plus 2 hours (last weekend in March to 
last weekend in September). 
HOLIDAYS: Cargo work can be arranged on every day. 
POLICE/AMBULANCE/FIRE: Police Tel: 110 and 6024. Waterway 
Guard Police Tel: 900-0. Passport Control Tel: 87.262. Customs Tel: 
8555. Hospital Tel: 3901. Fire Tel: 112. 
TELEPHONES: Public telephones on locks (cards or coins). 
IDENTIFICATION CARDS: Shore passes are only issued for crew 
members and passengers of those nationalities that normally require a 
Visa to enter the Federal Republic of Germany. No shore passes are 
issued for crew members and passengers who do not require a Visa to 
enter the Federal Republic of Germany, Seaman's Book or Passport is 
sufficient. 

Shore passes issued to passengers are chargeable. 
DANGEROUS CARGO: Ships with dangerous cargo or tankers not gas 
free have to be pear to the Port Authority 48 hours before arrival. 
GARBAGE DISPOSAL: Open and closed containers from 1.1 cu.m. — 
26 cu.m. are available. Contact: Stadtereinigung Tiedemann GmbH and 
Co.KG. Tel: 2076, 2077. 
WASTE OIL DISPOSAL: 2 waste oil barges (100 cu.m. — 400 cu.m.) 
and 2 road tankers (4 cu.m. — 6 cu.m.) available day and night at all 
berths. Contact: Hans Schramm GmbH and Co.KG. Tel: 8063, 8064. 
Fax: 87529. 
SEAMAN’S CLUBS: The German Mission to Seamen, Kanalstrasse 8, 
2212 Brunsbuttel. Tel: (04852) 87252. Fax: 8596. Accommodation, day 
trips, book exchange, shopping tours, newspapers. 
CURRENCY: Deutsch Mark. U.S.$ 1.00 = DM 1.75 (15.2.94). 

No restrictions placed on seafarers. 
AUTHORITY: Kiel Canal Authority — Wasser-und Schiffahrtsamt 
Brunsbuttel, 25541 Brunsbuttel, Germany. Te/: (04852) 885-0. 
FAX: (04852) 885-407 or 885-408. 

Harbour Authority: Hafenbehorde Brunsbuttel, Elbehafen, 25541 
Brunsbuttel, Germany. Te/: (04852) 87044. Contact: Captain Tresselt, 
Port Captain. 


(B) ELBE TERMINAL 


LOCATION: Elbe Terminal situated outside of locks, quay length 
1,100 m. 

PILOTAGE: Elbe Pilots also act as docking Pilots at Elbe Terminal. 
RESTRICTIONS: For vessels bound for Elbe Terminal, Brunsbuttel, 
there are no restrictions with regard to length, breadth and height or with 
regard to day or night entry. Vessels may berth and unberth day or night. 
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MAX. SIZE: As the fairway of the River Elbe is being dredged, it, 
possible to publish any long-term draft values. The max. N 
drafts of the various sizes of vessels intending to navigate on the 
Elbe must be enquired of the authorities. The Elbe Pilots Will bo, 
updated information on the latest depth and draft values. 

Depth of water: Oil section: 14.70 m. below chart zero; Ory ca 
section: 13.70 m. below chart zero. Minimum keel clearance oj »\ 
required. East Basin 4.70 m. below chart zero. 7 
BERTHING: Dry cargo section: One gantry crane for handling Of by 
cargoes with a capacity of 25 tons and outreach of 45 m. 

3 level-luffing cranes for handling of bulk and general cargoes ae 
as containers. By means of syncronising 2 cranes, heavy pieces ry 
45 tons can be handled. } 

Capacity of these cranes 12/24 tons with an outreach of 40/20 » 

2 level-luffing cranes for handling general cargo only with a capay 
of 6/10 tons with an outreach of 32/20 m. 

1 mobile crane with a capacity of 20 tons for handling of general 

4 warehouses with a total floor space of 11,800 sq.m. available 
TANKERS: 2 Mannesmann marine loading and discharging units 2, 
diameter with a capacity of 10,000 t.p.h. 

The units are driven hydraulically. Connection to the tanker manity 
by hydraulically operated clamps. 

One 30 in. pipeline to DEA Tank Storage. Pressure admissibility; 
the units up to 19 Atu and a temperature up to max. +50°C (Crude» 

Liquified Gases (Propane): 1 loading/discharging arm 250m, 
diameter, 25 bar, —50°C. 1 vapour return line 100 mm. diameter. 

Also see “Regulations”. 

Mooring: 

1. Tankers must be moored with particular care on account of) 
current, as handling equipment will be engaged for discharging x 
loading operations and therefore vessels must be moored safely. 4 
lines must be heaved tight and secured to ensure that vessels wil) 
firmly secured at the pier at all times. 

2. Tankers exceeding 35,000 g.r.t. must be moored as show: 
Mooring Plan (See “Plan") it being understood that these are mininy 
requirements for normal weather conditions. 

3. The cross lines (wire ropes with a breaking strength of 120 tonne 
will be provided from the shore and should be belayed on bollards. 

4. If at all possible, an additional two cross lines should be provide 
by the vessel. 

5. All lines must be in perfect condition. 

6. The winches to be used must be in perfect working order a 
capable of holding the tensile forces for which they are rated. 

7. The crew must be large enough for efficient handling of the line 
according to the standards of good seamanship. 

8. The Port Authority may insist on calling in additional personnel t 
Mawaiel not having a large enough crew to handle lines safely 
quickly. 

9. The Mooring Plan is based on all line systems. If no cross lin: 
are provided from the shore, at least 1 wire rope each must be provide 
fore and aft by the vessel. 

Fire Warp: Once the mooring operations are completed, a sufficiewt 
strong tow-line (wire rope) must be lowered from bow and stern ont 
offshore side as far down as to the water surface. 
Berthing/Unberthing: (a) Tankers may be berthed and unberthed o 
if the wind does not exceed Force 7 Beaufort scale. 

(b) If the visibility is at least 1 nautical mile. 

Tide: The mean range of the tide at the pier is about 2.66 m. (8 ft). 
max. ebb current is 1.75 m. per second, the max. flood current is 15° 
per second. 

Important: 

1. The shore-side loading/discharge swivel arms are equipped ¥° 
an automatic drift alarms. Should the vessel drift beyond the safety lim 
a loud signal will be sounded and all ship-side pumps must be stopp# 
and the lines must be checked. 

2. In case of fire the Ship Fire Alarm is as follows: 

1 or more whistle blasts, each to be sounded for at least 10 secon 
in addition to sounding the General Alarm. All safety drills #& 
precautions must be observed. 

BALLAST: Ballasting of oil tankers during or after discharging into 
gas-free tanks is allowed only up to a volume of 50% of each i 
concerned. This does not apply for inerted tanks. 

DENSITY: 1003, brackish water. 

FRESH WATER: Available at all berths. 

FUEL: By barges. All grades available. 

GANGWAYS: Shore gangways available; special gangway at han¢® 
VLCCs. 

MINIMUM STAFF: During crude oil transfer a minimum staff shal ® 
assigned for safe handling of cargo transfer. For tankers of 3,000 9' 
and more, the minimum staff shall be assigned as follows: 

1 Deck Officer, 1 Engineering Officer (both familiar with ca? 
handling). 

2 deckhands. 

For tankers of 70,000 g.r.t. and more, 2 additional deckhands ® 

required. 
TELEPHONE: Ship telephone connections are available at all ber’ 
IDENTIFICATION CARDS: Shore passes are only issued for 
members and passengers of those nationalities that normally requ’ 
Visa to enter the Federal Republic of Germany. No shore passes ® 
issued for crew members and passengers who do not require 4 Visi? 
enter the Federal Republic of Germany, Seaman's Book or Passp"' 
sufficient. 

Shore passes issued to passengers are chargeable. 
REGULATIONS: Specia/ Regulations for Gas Tankers: 

1. Gas must only be imported in bulk in tankers, which are su 
for such traffic from the aspects of type of construction, equipment * 
operation. Gas tankers must conform at least to the stipulations of 
Code for the Construction and Equipment of Vessels for carrying 
gas in bulk (IMO-Res.A.328 (IX)) in the currently valid manner. 


Gas tankers must Carry a certificate issued by their national Ship 
2 Authorities or a recognised classification society in which it must 
se ad that the vessel conforms to the stipulations in point (1) above. 
be Svertificate Must be presented to the Port Authorities, if requested. 
7 For import and discharge of liquid gas, only sea-going tankers are 
_ In this connection, the following quantity limitations per vessel 
and per individual tank must be respected: 
(a) Gas tanker with deep frozen liquid cargo 
(atmospheric tanker) 


d 
(b) oo tanker with semi-frozen cargo 
(semi-pressure tanker) 
Max. load per ship 15,000 cu. m. 
Max. load per individual tank 6,000 cu. m. 
(c) Gas tanker with liquid cargo under pressure 
(full pressure tanker) 
Max. load per ship 6,000 cu. m. 
Max. load per individual tank 1,000 cu. m. 
4. The quantity limitations quoted in point (3) include amounts to be 
onwards for ereyce ae at further ports. If the cargo volume of 
the vessel or of a loaded individual tank permits an amount of cargo to 
ne carried which is greater than that stipulated in point (3), the port 
authority must be presented with a written declaration issued by an 
independent, sworn competent person of authority to the effect that the 
stipulation quantity limitations have been upheld. 
5. The release of cargo vapours for the purpose of reducing pressures 
andor temperature adjustment — except in emergency cases — is 


Nil 


noi 


den. 
ar gas tankers are on the River Elbe no materials like alkine 
acetylene), polyine (polyacetylene), allene, kumulene, MAPP gases, 
may be carried on board as cargo. (“Rules for the Protection of Nuclear 
Power Stations against Pressure Waves Resulting from Chemical 
Reactions” dated 1st August, 1976). 

7. Vessels to dock against ebb tide with port side to. In case this 
requirement cannot be fulfilled due to an eventual delay during the river 
passage or any other unforeseeable reasons, a turning manoeuvre in 
a position East of the berth must be prevented (i.e. acceptance of 
additional tugs). 

8 Awireless telephone connection is to be established between the 
security vessel and the personnel on the jetty, and the fire-fighting centre 
and the vessel. The wireless telephone connection must secure a duplex 
communication. Furthermore a wireless telephone communication must 
be established in good time prior to vessel's berthing. 

9. Sufficient and suitable mooring personnel must be arranged for 
mooring and unmooring. The number of crew must be large enough to 
secure a quick and safe mooring manoeuvre. The local Harbour 
Authorities can order the acceptance of additional suitable personnel for 
this purpose. 

10. The vessel must be tied up at the Elbe Harbour in such a way 
that a parting of the moorings (breaking, melting, burning) may not occur. 
At least 3 head lines, 3 stern lines, 1 fore spring and 1 after spring are 
to be made fast. At least 1 head line, 1 stern line and 1 spring MUST 
be of steel wire construction. 

11. For berthing and unberthing at the Elbe Harbour Quay in way of 
the fire-fighting monitors at least two tugs must be a ted. The engine 
capacity of the tugs must be sufficient to assist the vessel in all wind, 
current and ice-conditions. The engine capacity of each tug must be at 
east 1,600 h.p. Vessels of less than 3,000 g.r.t., equipped with a working 
bow thruster may unberth with one tug less, weather permitting. 

12. While discharging, the passing traffic is to be observed. In case 
a vessel comes too close, gas discharging/loading is to be stopped. 

13. While handling gases, bunkering is not permitted. 

14. LPG/Carriers may not be berthed at the Elbe Harbour together 
wth laden or non-gas-free, non-inerted tankers, whose last cargo had 
aflash-point of below 61°C. 
as No vessels may make fast alongside a gas tanker while handling 
cargo. 

16. During extreme meteorological circumstances (thunderstorms, 
hurricanes) the handling of liquid gas is to be stopped. 

17. The vessel has to leave the berth immediately upon completion 
of cargo operations. 

AUTHORITY: Port Operator: Hafengeselischaft Brunsbuttel GmbH, 
Elbehafen, 25541 Brunsbuttel, Germany. Tel: 8840. Telex: 28347 
®port d. FAX: 88426. 

Authority: Hafenbehorde Brunsbuttel, 


25541 
Srunsbuttel, Germany. Tel: 87044. 


Elbehafen, 


(©) BRUNSBUTTEL — Oil Port 


PRATION: Oil Port situated on North side of Kiel Canal at km. 3.5. 
OTAGE: See Section (a). Canal Pilots also act as Docking Pilots. 
HORAGE: Anchoring near the compressed-air barrier is prohibited. 
. location of the barrier is indicated by rings with the inscription 
reBluftsperre”. 
“ie SIZE: Max. allowed dimensions of vessel between the figure 
Ues (draft and beam) can be interpolated. 
Max. Draft Max. Beam 
10.40 m. (34 ft. 2 in.) 27.00 m. (88 ft. 7 in.) 
9.50 m. (31 ft. 2 in.) 29.00 m. (95 ft. 2 in.) 
M 8.00 m. (26 ft. 3 in.) 32.50 m. (106 ft. 7 in.) 
LOA 235 m. (771 ft.) 
Passi i : 7 ictions” Ki i 
BERTHING. ng Kiel Canal: See “Restrictions” Kiel Canal 


Berths: 3 
Water) Hey 
(Nos. 4 and 5) for tankers up to 6 m. (fresh water) draft. 


rths (Nos. 6, 7 and 8) for tankers up to 10.40 m. (fresh 


GERMANY 


Oil Handling Facilties: Hoses of 6 in., 8 in. and 10 in. for handling of, 
crude oil, diesel oil, gas oil, gasoline, tuluol, xylol and lub oil. 
Mooring: Tankers are required to be moored at least by 1 steel wire 
fore and aft. The steel wire may be covered. 
Restrictions: During loading and ballasting operations, it shall be 
ensured that a vapour/air mixture pressed out of the tanks is no longer 
flammable or toxic outside the port area. In order to achieve this without 
continuous checking, the pumping rate is fixed at 800 cu.m./hour 
maximum. Bridge 8 is equipped with vapour return line. In case of loading 
benzene, vapour return line must be connected to ship’s manifold. 
Minimum Staff: During cargo transfer a minimum staff shall be assigned 
for safe handling of cargo transfer. For tankers of 3,000 g.r.t. and more, 
the minimum staff shall be assigned as follows: 

1 deck officer familiar with cargo handling. 

1 engineer officer familar with cargo handling. 

2 deck hands. 
Fire Precautions: Fire hoses must be laid out and connected to fire line, 
which has to be under pressure during all cargo operations. 

Fire wires must be paid out to the water level fore and aft. 

1 lifeboat must be swung out into an embarkation position in order to 
provide an additional emergency escape. 
Dirty Ballast Disposal: By barges or tank truck. 
DENSITY: 1003. 
FRESH WATER: Available at all berths. 
FUEL: By barges. All grades available. 
GANGWAYS: Shore pengwaye available. 
IDENTIFICATION CARDS: Shore passes are only issued for crew 
members and passengers of those nationalities that normally require a 
Visa to enter the Federal Republic of Germany. No shore passes are 
issued for crew members and passengers who do not require a Visa to 
enter the Federal Republic of Germany, Seaman's Book or Passport is 
sufficient. 

Shore passes issued to passengers are chargeable. 
AUTHORITY: Operator of cargo handling facilities: 
DEAA Mineraloel AG, Ostermoorer Str., 25541 Brunsbuttel, Germany. 
Tel: 2011. Telex: 028314. 

Port Operator: Hafengeselischaft Brunsbuttel GmbH, Elbehafen, 
25541 Brunsbuttel, Germany. Te/: 8840. Telex: 028347 eport d. 

Port Authority: Hafenbehorde Brunsbuttel, Elbehafen, 25541 
Brunsbuttel, Germany. Te/: 87044. 


(D) OSTERMOOR 


LOCATION: Kiel Canal Km. 5.66 (South Side). 

PILOTAGE: See Section (a). Canal Pilots also act as Docking Pilots. 
RESTRICTIONS: If passing through Kiel Canal, see “Restrictions” in 
Section (a). 

MAX. SIZE: LOA 235 m. (771 ft.). 


Max. draft Max. beam 
10.40 m. (32 ft. 02 in.) 27.00 m. (88 ft. 07 in.) 
9.50 m. (31 ft. 02 in.) 29.00 m. (95 ft. 02 in.) 


8.00 m. (26 ft. 03 in.) 
BERTHING: Berth Nos. 1, 2 and 4: 
Port Operator: Hafengeselischaft Brunsbuttel (PO). 

Operator of Cargo Handling: Norsk Hydro Agrar (NHA). 

Immigration Clearance: Will be carried out on board. 

Customs Clearance: No freeport. Customs clearance will be carried out 

on board. 

Tug Assistance: According to assignment of Port Authority. 

Mooring: The use of constant tension winches is prohibited (Berth Nos. 

2 and 4 only). Port Authority will allocate berth where the exact position 

alongside berth will be advised by NHA. The Master is responsible for 

safe mooring. Additional mooring may be requested by Port Authority 

responsible (NHA). 

Drinking Water: Available at Berth Nos. 1, 2 and 4 against payment (PO). 

Steam and Nitrogen: Steam at No. 2 Berth and nitrogen at No. 4 Berth 

available from ashore. 

Bunker Supply: By barges only. The Port safety regulation must be 

observed (Northern Basin). 

Ship Repairs: Permission of NHA required. 

Electricity Supply: No connections available. 

Garbage Disposal: Available (PO). 

Dirty Ballast Disposal: By barges or tank truck. 

Navigating into the North Basin: (Direction by NHA) — only after stop of 

cargo operations at Berth No. 4. 

Gangways: At Berth Nos. 2 and 4 gangways are at hand (NHA). At 

Berth No. 4 and at waiting place a lifeboat has to be ready at the 

accommodation ladder on the offside during cargo operations. 

Stop of Cargo Operations in Case of Emergency: At the sound of the 

signal “stay away” (-—) and fire (-——) by loudspeaker; at the instructions 

given by telephone or loudspeaker; when the flashing light is in 

operation; at the release of the disconnection couplings; in case of fire 

on board. 

Fire on board: The Port Supervisor of NHA has to be informed 

immediately. Cargo operations have to be stopped immediately. Ship 

has to give usual whistle — Fire signal (“F’’). 

Cargo Stop in Case of Bad Weather: Berth No. 1: rainfall, windspeed 

greater than 22 m./sec.; Berth Nos. 2 and 4: windspeed greater 

than26 m./sec. Disconnection at windspeed greater than 22 m./sec. 

ETA Messages: 72 hours prior to arrival to NHA via Agent with the 

following information: (1) Ship’s name and call sign; (2) Arrival time; (3) 

Cargo (product and quantity); (4) Tankers: number and diameter of cargo 

manifold connections; (5) Any damage to hull, tanks or overboard valves. 

Vessels are dispatched according to accepted ETA. In any case ETA 

has to be repeated 48 hours and 24 hours before arrival. 

Dangerous Cargoes: Ships with dangerous cargoes or tankers which 

are not gas-free must be reported to the Port Authority 48 hrs. before arrival. 
Ships requested to accomplish the Oil Liability Agreement (more than 

abe: tons oil onboard) must be in possession of a valid Oil Liability 
ertificate. 


32.50 m. (106 ft. 07 in.) 
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Regulation Covering the Transport of Ammonia through the Kiel Canal: 

In the North Sea — Baltic Canal, liquid ammonia (U.N.No. 1005) may 
be transported in such vehicles as fulfil the following maritime police 
stipulations: 


1. For the vehicle, an IMO suitability certificate for the transport of 
ammonia must be issued in accordance with the IMO Code, Resolution 
328-IX (new vessels), Resolution 329-IX or for existing vessels. 


2. The loading system must be so dimensioned that at an outside air 
temperature of +25° Celsius and 20° Celsius for water the load can be 
maintained for an undetermined duration without ammonia vapour being 
blown out via the safety valves. 


3. The re-liquefication plant of the vehicle must have available a 
reserve capacity of at least 50 per cent of the power normally required 
for ship's operation, in the event that ammonia is being transported, so 
that in the event of an accident, ig Sly Balsa py to the insulation, 
heavily vapourised contents of a tank can safely re-liquefied. 


4. On vessels with tank insulation which is not of the water repellant 
kind (e.g. glass or mineral wool), watertight longitudinal bulkheads must 
be available at a distance of 760 mm. from the outer skin. 


5. The loading tanks of available ships must have a clearance of at 
least 760 mm. from the outer skin side. 


6. Vessels with a loading capacity of up to 12,000 cu.m. must be 
equipped in addition to the requirements of section 1 with independent 
loading tanks of type B or C (spherical or cylindrical). The adjustment 
pressure of the safety valves (MARVS) must amount to at least 0.7 bars 
over pressure. 


Brunsbuttel-Ostermoor 
Loading and Discharging installations 


Loading/discharge rate with vapour return 


Berth No. 1 
Urea bulk-bagged 


7. The fulfilment of the stipulations set out in Section 1, Number: 
to 5 and in Section 2, in so far as they are necessary, must be SUPP ory 
by a certificate issued by a recognised Classification Society. 

8. The IMO — suitability indication in accordance with Section 
the certificate as per Section 7 must be kept on board the vessel, 

Oil tankers of more than 2,000 d.w.t. must be in possession of a Vai, 
Oil Liability Certificate. 

Cargo Handling at Berth Nos. 2 and 4: Before starting cargo Operation, 
following measures are to be taken: 

Confirmation of Checklist by vessel's command. 

Cargo tank inspection by NHA. 

Referring to “Operation plan" by NHA. 

Connection of ground-wire. 

Emergency towing wires (steel) must be provided at water level (Bes 

No. 4 only). 

Installation of telephones. 

Gas detectors handed on board (Berth No. 4 only). 

Fire hoses must be laid out and connected to fireline, which has» 

be under pressure during all cargo operations (Berth No. 4 only), 

Connection and disconnection of loading arms will be done by Nu 
personnel. 
Watchmen: During cargo operations a watchman has to be on stay 
by at manifold. In case of an emergency, vessel's pumps and stop val: 
must be able to be shut down immediately. 
Minimum Crew during Cargo Transfer Operation at Berth No. 4: 

1 Deck Officer } fully qualified in 

1 Ass. Eng. Officer ) cargo transfer operations 

2 Deckhands 

1 Watch Officer for duties other than cargo transfer. 


Berth/Products 


Berth No. 2 
Heavy Fuel Oil 


—s “800 t/h (at —33°C) 


Berth No. 4 
Anhydrous Ammonia 


line (max.) 250 t/h (at ambient temp.) 
Loading/discharge rate without vapour return — 800 t/h (+) *500 t/h (at —33°C) 

line (max.) t (at ambient temp.) 
Loading rate with ship loader 1,200 — 1,500 t/d, 3000 t/d _ _ 

(bagged) (bulk) 
Loading arm flange (Number and size) _ 1x200 mm. 1200 mm. (Product) 
(Loose flange with collar 1100 mm. (Vapour) 
acc. DIN 2656, ND40) 

Storage capacity 85,000 tons 320,000 cu.m., 230,000 cu.m. (—33°C) 
110,000 cu.m. 1x 3,000 m. (ambient temp.) 
1x 1,000 cu.m. 

Working range of ship 

Height refers to normal +0.2 to +16.0 m. 0.0 to +21.0 m. 
water level upwards —10.4 to +9.5m (pags ed) 
—10.4 to +7.5 m. (bul 
Loader/unloader 
Outreach refers from dolphin vanishing 
line towards ship's offside. 1.0 to 26.0 m. 1.0 to 11.0 m. 1.0 to 11.0 m. 
Further equipment at berths: 
Service limits of installed own gangways 
(Height refers to normal water level/top 
edge deck) i +1.0 to +12.5 m. +1.5 to +14.5 m. 
Public telephone connection against 
payment/number §compulsory/87211 §compulsory/87212 §compulsory/87213 
Public telephone of harbour: 
8066, 8067, 8068, 8069 (PO) 
Branch line of NHA telephone system 
(free of charge)/telephone number of ship. 
Telephone No. Portmaster 2171. — compulsory/2180 compulsory/2181 


Delivery of goods from ashore by ship's gear 


with jetty-crane 
against payment 


by ship's gear 


Remarks: *reduced discharge rate at higher cargo temperature; tonly possible in exceptional cases (discharge); tat following conditions: P min= 
bar, T min= +55°C. Viscosity max.=35° E/+55°C; §Compulsory during loading/discharging at Berth No. 4 


Berth No. 5: Berth Operator: Bayer AG. 
25536 Brunsbuttel, Post Box 1310. Tel: (04852) 81-01. Telex: 28301. 
Fax: 813314. 

Loading and unloading by day and by night. 

Max. permitted draft 7.0 m. 

ETA Messages: 48 hours prior to arrival at Bayer AG, the following 
information is to be reported via the Agent: 

1. Ship's name and call sign. 

2. Time of arrival. 

3. Cargo (product and quantity). 

4. Number and diameter of ship's hose connections. 

5. Any existing damage to hull, tanks or pipelines. 

6. Distance of ship's hose connections from bow and stern. 

In each case, ETA must be repeated 24 hours prior to arrival. 
Report: Vessels with hazardous cargo or tankers which are not gas- 
free must be reported 48 hours prior to arrival to the Port Authority in 
accordance with Sections 8 and 9 of the Port Safety Code (HSVO). 
Certificates: Vessels which come under the Oil Liability Agreement 
(more than 2,000 tons of oil onboard) must carry on board a valid Oil 
Liability Certificate. 

Discharge: Prior to discharge, the following measures are necessary: 

Telephones to be handed over. 

Inspection of holds and cargo by Bayer AG. 

Instructions as to plan of operation by Bayer AG. 

Connection of ground wire. 

Emergency towing wires to be rigged to the water line, fore and aft. 

Confirmation of the Check Lists by ship's officers. 
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SSS 


Adequate firefighting hoses to be laid out on deck and maintain 

under pressure throughout the discharge operation. 

Connection and disconnection of hose is carried out by Bayt 

rsonnel. 

IMPORTANT During discharge, the hoses at the ship's manifolds m 
be continuously monitored. In the event of an emergency, the she! 
pumps and cut-off equipment must be able to be shut down immedialé! 
and closed. On board the vessel, adequate crew members must ag 
times be present to be able to combat a major accident. 
Minimum Crew Required During Discharge (Tankers over 3,000 9/* 


1 Deck Officer } fully qualified in 
1 Eng. Officer | cargo transfer operations 
2 Deckhands 


1 Watch Officer for duties other than cargo transfer. 
Port Details: 
Passport control: Carried out on board. 
Customs: No free port facilities. Customs clearance takes Pp 
on board. 
In accordance with the Port Authority Regulations 
Port Authority indicates the berth to be used. 54 
AG indicates to vessels the precise discharge * 
loading positions. Masters are responsible 
carrying out such instructions, and proper moor 
Bayer AG or the Port Authority may call for moo” 
lines to be strengthened. 
Where automatically working constant tens 
winches are concerned, brakes must be fitted. 


Tug assistance: 
Berthing: 


Only available from bunker barge with due 


auners observance of Section 24 of HSVO. 

<nio's repairs: Only with permission of Bayer AG and formal 

Snips approval by the Port Authority (sections 23/2, 26 (1) 
of HSVO). 

¢ ind 

Covered Not available. 

of dirty or 
pallast water: Not possible in the port. : 

quay charges: To be paid by the ship, unless otherwise agreed in 
the charter party. 

shore leave: Available. Ship's officers are responsible for 
supervision. 

feboat: A lifeboat must be swung out ready for use (Section 

' 25 HSVO) 


oading and Discharging Equipment: 
F Aniline, formaline, sodium lye and sulphuric acid. 


Products: 
capacity: 4 x 200 cu.m/hr. (10 bar). 
uiose connection: 4 hoses DN 150/PN 40/25-flange with union as per 
DIN 2556. 
For receipt of 
joading slops/ 
MARPOL ll: 1 hose DN 100/PN 40/25. 


Working reach of Height in relation to normal 


hose crane: water level upwards. +0 up to 10.0 m. 
Crossways in relation to the 
fender main wall in the 
direction of water side. 0.0 up to 3.5 m. 
Other berth 
equipment: 6.0 m. aluminium gangway. 


Public telephone connection by payment of charges involved. Public 
call number of the Port Authority is 884 — 0. 

Loading of ship's stores possible in accordance with arrangements to 
be made with Bayer AG using a pier derrick up to a max. of 500 kg. 
with the ship responsible for charges involved. 

Berth No. 6: 

Berth Operator: ELF-Bitumen-Werke GmbH & Co., 25541 Brunsbuttel- 
Osteimoor. Tel: (4852) 8880. Telex: 28313 elfbrb d. 

£TA Messages: 72 hours prior to arrival to ELF via Agent with the 
following informations: 

1. Ship's name and call sign. 

2. Time of arrival. 

3. Cargo (product and quantity). 

4. Number and diameter of cargo manifold connections. 

5. Any damage to hull, tanks or overboard valves. 

6. Distance of manifold connections to bow and stern. 

Vessels are dispatched according to accepted ETA. 

ETA has to be repeated 48 hours and 24 hours before arrival. 

Report: Ships with dangerous cargoes or tankers which are not gas free 
have to be reported to the Port Authority according to paragraph 8 and 
Yof Port Safety Code (HSVO), 48 hours before arrival. 

Certificates: Ships requested to accomplish the Oil Liability Agreement 
more than 2,000 tons oil onboard) must be in possession of a valid Oil 
Uability Certificate. 


Loading and 
Discharging Installations: Product Crude 
Discharging Rate _ 2,000 cu.m./h. 
‘ 16 bar 
Loading Rate 400 cu.m./h. _ 
16 bar 
Loading Arm Flange 1 hose 1 loading arm 
\No. and size) DN 200/PN25 3 hoses 
Loose flange with collar acc. DN300/250/200 
DIN 2656/PN40) DN200/PN25 
ae DN150/PN25 
Working Range of Shiploader/Unloader 
(Height refers to normal water — +00.30 m 
level upwards) to 
+17.00 m 
(Outreach refers from dolphin _ 00.00 m 


vanishing line to 
_ ‘owards ship's offside) 
*urther Equipment at Berth: 
itd limits of 
Inste gangways 
(Height refers to normal water 
P level'top edge deck) 
Ublic telephone connection 
against payment 
Public telephone No. of harbour 
884-0 (PO) 


Oelivery of goods from shore 
ppossiole after request to ELF 
A “ag Depth alongside Berth No. 6 — 12.0 m. 
~290 handling: Before starting cargo operations following measures 
48 to be taken: 
Installation of telephone. 
"ation of Check list by vessel's command. 
a and cargo inspection by ELF. 
String to “Operations Plan” by ELF. 
nection of ground wire. 
Fire Ncy towing wires (steel) must be provided at water level. 
wa hoses must be laid out and connected to fireline, which has to 
Connect Pressure during all cargo operations. 
done ng: Connection and disconnection of leading arm/hoses will be 
by ELF personnel. 


12 m. gangway 
Public telephone No. (4852) 888 186 


By ship's gear 


GERMANY 


Watchman: During cargo operations a watchman has to be on stand- 
by at manifold. In case of emergency vessel's pumps and stop-valves 
must be ready for immediate shut down sufficient crew for warding off 
emergency must be onboard at all times. 

Minimum Crew during Cargo Transfer Operation (Tankers 3,000 g.r.t.): 

1 Deck Officer } fully qualified in 

1 Ass. Eng. Officer ! cargo transfer operations 

2 Deckhands 

1 Watch Officer for duties other than cargo transfer. 

Gangways: Available. Supervision on behalf of Master. A lifeboat has 
to be ready at the accommodation ladder on the offshore side. 

Stop of Cargo Operations in Case of Emergency: At the sound of the 
“emergency-stop” horn. At the instructions given by berth watchman. In 
case of fire onboard. 

Fire Onboard: The berth watchman of ELF has to be informed 
immediately. Cargo operations have to be stopped immediately. Ship 
has to give usual whistle — Fire signal (‘F’’). 

Cargo stop in case of bad weather: Windspeed greater than 26 m./sec. 
(Connection and disconnection at windspeed greater than 22 m./sec. 
AUTHORITY: Port Authority (PA): Hafenbehorde Brunsbuttel, 25541 
Brunsbuttel, Elbehafen. Te/: 87044 — Area Code 4852. 

Port Operator (PO): Hafengeselischaft Brunsbuttel mbH, 25541 
Brunsbuttel, Elbehafen. Te/: 8840 — Area Code 4852. Telex: 28347 
Eport D. Fax: 88426. 

Operator of the Cargo Handling Facilities (NHA): Norsk Hydro Agrar, 
25541 Brunsbuttel, P.O.Box 1268. Tel: 82-1 — Area Code 4852. 
Telex: 28360 nagb. FAX: 82400. 


BUTZFLETH: 53.39 N. 09.31 E. 


DOCUMENTS: 

3 Crew Lists. 

3 Bonded Stores Lists. 

3 Crew Manifests. 

Maritime Health Declaration. 

Ship's Register. 

Discharge Books. 

Passports of Crew. 

Gas Free Certificate (OBO-Carriers) 

Butzfleth is not a free-port. Customs, Immigration and River Police 
board on arrival at berth. 

DEEP SEA PILOTAGE: See “General” before first German Port, and 
“Baltic Deep-Sea Pilotage”. 

PILOTAGE — ANCHORAGE RIVER ELBE: See “General” before first 
German Port. 

Pilotage River Terminal: Elbe Pilots also act as docking Pilots. 
ANCHORAGE: Freiburg Anchorage, approx. position Lat. 53° 50.6’ N., 
Long. 09° 19.5’ E., depth of water up to 13 m. below chart zero; there 
are further anchorages for small vessels at Krautsand — and Twielenfleth 
Roads. (see “General” before first German Port.) 

MAX. SIZE: Berth No. 1 (Inner): LOA 155 m. Max. draft 9.0 m. 

Berth No. 1 (Outer): LOA 270 m. Max. draft 14.0 m. 

Berth No. 3: LOA 160 m. Max. draft 9.0 m. 

Also see “Berthing”’. 

RADAR: River Radar Service from Elbe 1 to Hamburg, see “General” 
before first German port, but no special Port Radar Service for Butzfleth. 
Radar Service in the area of Butzfleth available, can be contacted 
through VHF Channel 21, “Hetlingen Radar Radio” and/or VHF 
Channel 5, “Steindeich Radar Radio”. 

RADIO/VHF: All messages to Agents and Pilots, etc., through Norddeich 
Radio, call sign DAN. Closer to port Elbe-Weser Radio can be contacted 
by VHF Channel 16. 

Ships’ reporting station is on permanent duty at Stadersand, VHF 
Channel 11, safety and calling Channel 16. 

Pilot boat at Elbe Lanby can be contacted on VHF Channels 13 and 16. 
TUGS: 4 tugs compulsory for mooring and unmooring. To be ordered 
from Hamburg and Brunsbuttel through Agent. 

A fire fighting tug (1,760 hp) is available 24 hours and’can be reached 
via VHF Channel 16, also available for assistance to vessels. 
BERTHING: 

Aluminium Oxid Stade GmbH. (AOS): This bauxite/oxide plant, 
situated on the Westbank of the River Elbe, can be reached by vessels 
with max. draft of 46 ft. 06 in. FW. 


(See Plan) 


Depth at 
Quay length normal Low water 
Quay outside in total ........ 325m 15 m. (49 ft.) 
Within reach of crane........ 205 m. 
CUBVINSKIB Yee a ceane noe 200 m. 7 m. (23 ft.) 


The oxide produced at this plant, apart from being exported, is used 
for the mills of V.A.W. Elbewerk GmbH., Stade-Butzfleth and of 
Hamburger Aluminium Werk GmbH., Hamburg Finkenwerder. 
Average discharging/loading rate 


WIGS eu OGUNG of tect ae dine oa an 550-600 m.t.p.h. 
peorcra (lp he 11 fete aretireretiniiny eacanysite Ay Cheick ere ac 600 m.t.p.h. 
Australian bauxite: 
MTONTE GOUG ee ers: cee ere nee 550-600 m.t.p.h. 
NON Weer ca. cree cont ee re rete 750 m.t.p.h. 
PEICORND cee ete erat eter tet cater. 100—400 m.t.p.h. 
Oxide (SSDOUIOAGING) onc cee scare ee ere 500 m.t.p.h 


Ship’s telephone connection (4146-1453) at AOS pier. 

Dow Deutschland Inc.: This industry, situated close to the AOS plant, 
offers 2 berths for gas and chemical tankers. The water depth at the 
outside quay is: 15 m. (49 ft.) and at the inside quay: 9 m. (29 ft. 6 in.), 
both at MLW. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle, 


Restrictions for ships Products 
inflammable Non Inflammable 

Length at quay outside 270 m. 300 m. 
Length at quay inside 155 m. 155 m. 
Draft at quay inside (FW) 9.0 m. 9.0 m. 
Beam at quay inside 25.0 m. 25.0 m. 

No bunkering permitted at the DOW-berths. 

Discharging rate liquid gas approx 200 t.p.h. 

Loading rate chemical products 100-800 t.p.h. 


Max. Size: Vessels loading/discharging inflammable products: Max. 
length 270 m. Max. draft 14 m. Also see “Max. size”. 

essels loading/discharging non-flammable products: 
unlimited. Max. draft 14 m. 

Vessels with liquid gas and flammable products: Berth 1: Max. length 
155 m. Max. draft 9.0m. Max. breadth 25 m. Berth Ill: Max. length 
160 m. Max. draft 9.0 m. Max. breadth 28.0 m. 

Restriction: Mooring prohibited for vessels having IMO Class 2 products 
(liquid and/or gaseous) on board. 
Simultaneous handling of gases inside and flammable products 


outside not permissible. 
Manifolds: Upriver to downriver. 
Yana ssh oA) k= fc MORE” avo 
Methanol NAOH P.O. 
Telon/Vidden Formalin Per 
P.D.C. Anilin P.G.I. 
P.O: MDI Tet 
Phenol Chliorothene VG/NU 
Tet EDC 
Chloroform NAOH 
Methylene Chloride 
Tricholoroethane 
Chloroform/ 
Methanol 
Beta-Tri (112 TCE) 


Length 


Propylene 
Ethylene 


Supplies: Nitrogen and potable water. 
Technical requirements on ships discharging C2/C3: 

Ethylene: For loading arm horizontal clearance ships manifold to the 
nearest structure 2.10 m., vertical clearance from centre of manifold up 
0.50 m. and down 0.60 m., flange 6 in. (300 ASA) discharge-temperature 
of Ethylene minimum — 103°C. 

Propylene: For loading arm horizontal clearance 2.20 m., vertical up 
0.50 m. and down 0.50 m., flange 6 in. (300 ASA), discharge- 
temperature of Propylene maximum —20°C. 

Further on Propylene, vessels to be guaranteed, that the vessels in 
Summertime are suitable for pump against a back pressure of minimum 
13 kg. but preferably it should be 15 kg./16 kg. 

MEDICAL: Hospital and doctor available. 

FRESH WATER: Available. 

FUEL: Supplied by barge from Hamburg or local supplier. 

REPAIRS: Minor repairs can be carried out. 

SERVICES: Stevedores, hold cleaning, boatmen, mooring gangs, 
inspectors, fitters and launches. 

IDENTIFICATION CARDS: Shore passes are only issued for crew 
members and passengers of those nationalities that normally require a 
Visa to enter the Federal Republic of Germany. No shore passes are 
issued for crew members ai tere who do not require a Visa to 
enter the Federal Republic of Germany, Seaman's Book or Passport is 
sufficient. 

Shore passes issued to passengers are chargeable. 

GARBAGE DISPOSAL: Service available. ntact agent or Port 
Authority for details. 

WASTE OIL DISPOSAL: Service available through Glusing Transport 
GmbH. Tel: 04721 24017. Fax: 04721 61924. Only by barge, capacity 
800 tons, at anchorage. 

SEAMAN’S CLUBS: Seaman's Club Oase, Tel: 04146 1233. Facilities 
or shop, telephone service, church service, games, postage 
‘acilities. 

CURRENCY: Deutsche Mark (DM). U.S.$1.00 = DM 1.75 (16.2.94). 
AUTHORITY: Niedersachsisches Hafenamt Cuxhafen, Aussenstelle 
Butzfleth, 21683 Stade, Germany. Tel: (04146) 1436. Te/ex: via 218158 
clear d. Cables: NHC — A. Butzfleth. FAX: (04146) 1036. Contact: 
F.W. Bork, Manager. Captain W. Schroeder, Harbour Master. 


AGENT: See “Hamburg”. 


CUXHAVEN: 53.52 N. 08.42 E. 


DOCUMENTS: 

Stores List. 

Crew List. 

Customs Manifest. 

Derat Certificate. 

Amerikahafen is a Customs free port. 
DEEP SEA PILOTAGE: See “General” before first German Port, and 
“Baltic Deep-Sea Pilotage”. 
BALTIC PILOTAGE — ANCHORAGE RIVER ELBE: See “General” 
before first German Port. 
PILOTAGE: Pilot station situated in Old Harbour (Alten Hafen). To obtain 
Pilot call “Cuxhaven Port", VHF Channel 12. Pilot signal is flag “G” of 
International Code, or sound signal — 2 long and 1 short blasts. 
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(See Plan) 


ANCHORAGE: Available off Cuxhaven Medem Roads, approx. 
Lat. 53° 51.5’ N., Long. 08° 46.5’ E., depth of water about 6 m. ~ 1, 
below chart zero; further anchorages see “General” before first Gem, 


Port. 

RESTRICTIONS: Vessels can enter by day or night. No tidal restr) 
Depths: Max. depth of water: 13.5 m. (45 ft.). Mean tide He 
NN+1.40 m. Mean tide LW: NN—1.50 m. Tide range is 3.20 m, (hp 
+1.55 m. to —1.65 m.) (NN = approx. mean sea level). 

Water depth in the basins up to 8.5 m. below MTLW. Water depth, 
the river quays 12 m. and 8 m. below MTLW. 

HEALTH: Quarantine clearance effected at Cuxhaven. Only ves. 
with suspected infectious disease on board are detained. 
RADIO: For ETA, etc., use Norddeich Radio, call sign DAN. Close, 
port Elbe—Weser Radio can be contacted by VHF Channel 16. 

Ships reporting station is on permanent duty at Cuxhaven, yj 
Channel 12, safety and calling Channel 16. 

RADAR: River Radar Service from Elbe 1 to Hamburg see “Geng, 
before first German port, but no special Port Radar Service . 
Cuxhaven. Radar Service in the area of Cuxhaven available, can), 
contacted through VHF Channel 21, “Cuxhaven Radar Radio”. 
TUGS: Tugs available and used depending on ship size and weaty 
conditions. Cost of tugs is Hamburg Tariff plus 20%. 

BERTHING: 

Fahrhafen and Neue Seebaderbrucke: Modern multi-purpose Rog 
terminal for passengers and for handling of motor vehicles and 
direct at the Elbe River, 300 m. quay with 8 m. depth below MTLW 

Starting point of ferries for the North Sea and the Baltic Sea » 
passenger ships to Heigoland. 

Ro/Ro linkspans (one of them for axle-loads up to 50 tons and» 
stern-door width up to 18 m.). Hard-standing and storage area of appr: 
60,000 sq.m. 

Alter Hafen: Multi-purpose harbour for shipyards and for boats to ty 
seaside resorts and islands. 

Alter Fischereihafen: Multi-purpose harbour with transhipment a 
outfitting quays for fishing cutters, offshore base and emergency pow 
Fish auction and fish handling sheds, fish industry, equipment fim 
deep freeze house for 5,000 tons of goods. 

Neuer Fischereihafen: Multi-purpose harbour with transhipment ay 
equipment quays for trawlers and luggers, offshore suppliers, Ro® 
ships, for ships carrying general cargo and for minor bulk cargo shi: 
Fish auction and handling sheds, fish industry, equipment firms, dex 
freeze house for 25,000 tons, ice production, open storage space. 

Entrance and exit any time by the sea-lock. Length of lock 190 
width of lock 24 m. and depth of lock is 9 m. below MTLW. 
Amerikahafen: Multi-purpose harbour with transhipment and equipme: 
quays for ships carrying general cargo and for minor ships carrying bu 
cargo, emergency port, floating docks, transit shed, deep freeze hous 
Open storage spaces. 

Steubenhoft: Multi-purpose facility for big ocean vessels with 400° 
long quay and 14 m. water depth below MTLW. Usable for cargo, reps 
trial trip and passenger ships of all sizes. 
CRANES: 
8 portal cranes 
1 loading bridge 
1 crane for heavy loads 50 tons capacity 
Various mobile cranes up to 20 tons capacity 

Equipment also available to handle containers and Ro/Ro traffic. 
MEDICAL: Doctors and hospitals obtainable day and night. 
FRESH WATER: Available from shore pipeline up to 50 t.p.h. Sm 
quantities up to 15 tons may be obtained in Roads from bunker barg 
There are no water barges. 

FUEL: Bunker and gas oil available. Small quantities, up to 150 tow 
may be obtained anytime. Otherwise according to conditions ¢ 
supplying oil company. 

FIRE PRECAUTIONS: No special restrictions. Ships with explosi’ 
cargo and liquid cargoes of danger Class K1 and K2 not allowed’ 
Cuxhaven Harbour. 

CONSULS: 

Denmark, Tel: 38021. 

Iceland, Tel: 36036/37. 

Others at Hamburg/Bremen. 

REPAIRS: All deck and engine repairs possible. 

DRY DOCKS: Floating dock for vessels up to 140 m. length. 
CARGO HANDLING: A harbour for overseas ferries up to 150 m. len” 
with Ro/Ro and container equipment. 

GANGWAY/DECK WATCHMEN: Not obligatory, at Master's discret” 
OPENING/CLOSING HATCHES: Normally performed by “®* 
Stevedores must be paid if required to do this work. 

CUSTOMS ALLOWANCES: 40 cigarettes, 1 bottle spirits and 2 bottt 


wine. 

REPATRIATION: All facilities available. 

AIRPORT: Hamburg-Fuhlsbuttel, 130 km. away; Bremen, 110 © 
away. 

TIME: GMT plus 1 hour. GMT plus 2 hours (last weekend in March® 
last weekend in September). 


HOLIDAYS: New Year's Day, Good Friday, Easter Sunday, Eas 
Monday, 1st May, Ascension Day, Whit Sunday, Whit Monday, 1” 
June, Atonement Day, Christmas Day, Boxing Day. Loading/unload% 
can be arranged on these holidays. 


POLICE/FIRE/AMBULANCE: Police, Tel: 110; Harbour Police, 1 
22072; Ambulance, tel 23125; Fire, Tel: 112. 


TELEPHONES: At Steubenhott and in the ferry harbour, telephones 
be put on board. 


SERVICES: Compass adjusting and radio repairs. 
SHORE LEAVE: Allowed. 


1.5 — 10 tons capacity 
8 tons capacity 


FICATION CARDS: Shore passes are only issued for crew 
meerivrs and passengers of those nationalities that normally require a 
to enter the Federal Republic of Germany. No shore passes are 
coal for crew members and passengers who do not require a Visa to 
enter the Federal Republic of Germany, Seaman's Book or Passport is 


sufficient. 
BA 
= . D-27472 Cuxhaven, Tel: 
(04721) 26131. 
peter Plambeck, Am Lagerfeld 1-3, D-27472 Cuxhaven, Tel: (04721) 
21014, Fax: (04721) 25404. : 
WASTE OIL DISPOSAL: Cuxhavener Schiffs-Entsorgungs-GmbH, 
n-Alexander-Strasse 48, D-27472 Cuxhaven, Tel: (04721) 25076, 
Fax: (04721) 27370. ax 
SEAMAN'S CLUBS: Deutsche Seemannsmission (German Seamen 
), Gruner Weg 25, D-27472 Cuxhaven, Tel: (04721) 36122. 
LOPMENTS: A new multi-purpose terminal is to be available by 
1995 (3 berths for vessels up to 350 m. LOA and 48 ft. draft; 2 smaller 
with 200 tonne Ro/Ro ramps and cranes up to 50 tonnes). 
AUTHORITY: Niedersachsisches __Hafenamt Cuxhaven, Am 
jeusenpriel 2, P.O.Box 526, D-27472 Cuxhaven. Tel: (04721) 50140. 
Telex: 232167 Hacux d. FAX: (04721) 501488/89. 


AGENT: K.G.Fisser & V. Doornum GmbH & Co., Leuchtturmweg 5, D- 
27472 Cuxhaven, Federal Republic of Germany. Tel: (4721) 3 60 36. 
Telex: 232 139. Cables: Fissership. Fax: (4721) 3 77 65. 


sses issued to passengers are chargeable. 
E DISPOSAL: Machulez Transport GmbH, Baudirector Hahn 
(04721) 21300, 22095. Fax: 


DUISBURG-RUHRORT: 51.25 N. 06.46 E. (See Plan) 


LOCATION: Duisburg-Ruhrort port area, together with Hochfeld, covers 
a total surface of 870 hectares on the right bank of the river between 
the Rhine km. 774 and 781, the Ruhr channel — 1 km., and the Rhine- 
Herne canal km. 1 to 2. 

MAX. SIZE: Dimensions of vessels able to use the German inland 


waterways: 
Type Length Beam Draft Capacity h.p. 
(m.) (m.) (m.) (tons) 
Motor dry 38.5-110 5-114 2-3.5 300 — 100 — 
cargo vessel 2,500 2,000 
Tanker 50-110 66-114 22-3.5 400 - 250 — 
200 2,000 
Train (Pushing motor 150 - 186.59.5-11.4 25-3 2,530- 800 — 
vessel and barge) 4,400 2,000 
Pusher tug 10-35 76-132 14-22 1,000 — 
6,000 
Dumb barge 70-765 95-114 25-3.7 1,240- 
for pushing 2,600 


The largest pusher tugs push six barges = 15,600 tons. 
RADIO: Duisburg Port Radio, VHF Channel 13. 


BERTHING: 
Theoretical Depth Loading Depths 
Docks respectively zero (approx. value) 
level above normal Actual water level at 
zero Ruhrort water gauge 
\) Ruhrort. Water gauge zero. 16.09 m. 
Port Entrance, Vincke Canal, 
Bunker Dock, North Dock, 
South Dock, Kaiser Dock, 
Port Canal, Dock A, Dock B, 
Dock C and Railway Dock 15.40 m. + 40cm. 
Wertt Dock 17.05 m. —120 cm. 
(») Duisburg. Water gauge zero. 17.00 m. 
Parallel Dock, Outer Dock, Wood 
Dock and Inner Dock at 
Marientor up to km. 3.5 16.10 m. + 40cm. 
Inner Dock Eastwards km. 3.5 16.50 m. + Ocm. 
(°) Hochfeld. Water gauge zero. 17.42 m. 
South and Kultus Dock. 16.45 m. 40 cm. 


+ 
Nd Canal Dock Meiderich Loading depths as per inland 
ch Dock Neuenkamp waterways traffic regulations 
ANES: 85 cranes and travelling bridges of up to 40 tonnes lifting 
Py vend for bulk goods and general cargo, as well as for containers. 
2 heavy lift cranes with 60 tonnes and 300 tonnes capacity and floating 
BULe with 200 tons capacity. 
2 LK CARGO FACILITIES: 1 coal mixing and discharging plant with 
= dumpers and 3 ship loaders, daily capacity up to 26,000 tonnes. 
4 fain warehouses and silos with approx. 130,000 tonnes capacity, 
Snveyor belts, and 22 discharging plants. 
Sp i, Storage 1,300,000 cu.m. Liquid gas tank storage 20,000 cu.m. 
rake ALISED CARGO HANDLING FACILITIES: 2 Container 
nethene with facilities for all means of transport Roll-on/Roll-off 
Free tion. 66 points for handling liquid gas. 
ot hy Port Duisburg: The first inland Free Port for storage and treatment 
'Sh-grade export goods. 
Pre Site for heavy goods and extremely valuable general cargo. 
of ay grafic Centre: Logistic centres for compilation and distribution 
kinds of general cargo. 
ned Traffic Terminal: Parallel tracks for simultaneous despatch 


fink yeas 
“unit trains with gantry cranes with a lifting capacity of 48.5 tons each. 


GERMANY 
BRIDGES: 
Lowest Point of 
Upper Structure Correction 
Respectively Zero Value for 
Level above Calculation of 
Bridge Normal Zero Passage Height* 
(a) Ruhrort. Water gauge zero 16.09 m. — 
Bridge over Railway Dock 36.10 m. 19.70 m. 
Bridge over Port Entrance 34.20 m. 17.80 m. 
Vincke Canal Bridge 33.10 m. 16.70 m. 
Kaiser Dock Bridge 32.60 m. 16.20 m. 
Port Canal Bridge 33.80 m. 17.40 m. 
Bridge over Dock C 38.20 m. 21.80 m. 
(b) Duisburg. Water gauge zero 17.00 m. 
Cable Bridge over Outer Dock 37.80 m. 20.90 m. 
Road Bridge over Outer Dock 37.00 m. 20.10 m. 
Marientorbrudge (clearance 
between bridge counter 
bearings 15.80 m.): 
at rest 29.30 m. 12.40 m. 
folded 


Up to 33.9 m. height Clear width 15.8 m. 
Over 33.9 m. height Clear width 13.8 m 
Schwanentor Bridge 

(clearance between bridge 

counter bearings 17.90 m.): 

at rest 26.80 m. 9.90 m. 

lifted 34.90 m. 18.00 m. 
“From the following values, the actual water level at the Ruhrort water 
gauge is to be deducted. 

With water levels over 8.40 m. at the Ruhrort water gauge, the stop 

gate at the Marientor Lock is drawn in and therefore through passage 
to the aaa inner port/wood harbour is no longer possible. 
STEVEDORES: Working hours: 0730 — 1600 hrs., Monday to Friday. 
AIRPORT: Dusseldorf (20 km.). 
IDENTIFICATION CARDS: Shore passes are only issued for crew 
members and passengers of those nationalities that normally require a 
Visa to enter the Federal Republic of Germany. No shore passes are 
issued for crew members and passengers who do not require a Visa to 
ne the Federal Republic of Germany, Seaman’s Book or Passport is 
sufficient. 

Shore passes issued to passengers are chargeable. 

GARBAGE DISPOSAL: Collection service available. 
WASTE OIL DISPOSAL: Service available. 

Bilgenentolungsges. mbH, Konigstrasse 88, Duisburg. Tel: 0 20 66/ 

2 40 


SNW Shipcleaning, Hafenstrasse 67, Duisburg. Tel: 8 20 71. 
SEAMAN’S CLUBS: German Seaman's Mission, Dammstrasse 1B, 
4100 cece Homberg. Tel; 02066-9918. Open daily, except Saturday. 

Services: Telephone, newspapers, library and exchange service, 
billiards, table tennis, sauna, keep fit, disco (Wednesday 1930 hrs. — 
2230 hrs.), rooms for one or two nights, sports games arranged. 
AUTHORITY: Duisburg Ruhrorter Hafen A.G., Alte Ruhrorter Strasse 
42-52, Postfach (Postbox) 13 02 60, 47102 Duisburg, Germany. 
Tel: (0203) 8031. FAX: (0203) 803232. Cables: Hafag. Contact: Y. Klaus 
van Lith or Dr.-Ing. Jochen Muller, Directors. 


ECKERNFORDE: 54.29 N. 09.51 E. 


DOCUMENTS: 
Stores List. 
Customs Documents. 
Cargo Documents. 
Crew List. 
PILOTAGE: No pilot station. No tide. In East winds, water level can 
increase to 1.50 m. above normal. 
ANCHORAGE: Good anchorage in the Roads between N.W. to N.W. 
by W. bearing from the port, distance 1 to 1.5 miles. Depths 18 m. — 
21 m. Anchorage not allowed in harbour area. 
CLEARANCE: Customs clearance at any time subject prior notice given. 
If suspected diseases on board inform Health Authorities. 
pe a In Outer Harbour, up to 5 m. draft; in Inner Harbour up to 
3 m. draft. 
RADIO: Radio Kiel, call sign DAO, Tel: 39491. 
TUGS: No tugs. 
BRIDGES: Outer and Inner Harbours separated by bascule bridge, 
opening to 10.7 m. width at top of bridge. 
MEDICAL: Doctors and hospitals available. 
FRESH WATER: Available. 
FUEL: Diesel oil available. No coal. 
REPAIRS: Available for fishing boats or coasters. Slipway for vessels 
up to 240 tons. 
WATCHMEN: Not available. 
OPENING/CLOSING HATCHES: By ship's crew. 
TIME: GMT plus 1 hour. GMT plus 2 hours (last weekend in March to 
last weekend in September). 
HOLIDAYS: Work allowed on Sundays and official holidays subject to 
Harbour Master's permission. 
teens few batapies 2 gm sine Police Tel: 110. Hospital Tel: 9011. Fire 
el: 112. 
Ue fiat oe Public telephones in harbour area. No installation on 
ard. 
SERVICES: Other services available from Kiel. 
SHORE LEAVE: Permitted. 


(See Plan) 
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IDENTIFICATION CARDS: Shore passes are only issued for crew 
members and passengers of those nationalities that normally require a 
Visa to enter the Federal Republic of Germany. No shore passes are 
issued for crew members and passengers who do not require a Visa to 
enter the Federal Republic of Germany, Seaman's Book or Passport is 
sufficient. 

Shore passes issued to passengers are chargeable. 
GARBAGE DISPOSAL: Not available. 
WASTE OIL DISPOSAL: Not available. 
SEAMAN’S CLUBS: None. 
AUTHORITY: Stadtwerke Eckernforde GmbH, Bornbrook 1-3, 24340 
Eckernforde, Germany. Te/: (04351) 9050. FAX: (04351) 90563. 
Contact: Mr. Wegner, Harbour Master. Mr. Poetzsch, General Manager. 


ELSFLETH: 53.14 N. 08.28 E. 


PORT LIMITS: The seaward boundary of the port is the entrance of 
River Hunte, vessels are considered to be arrived when alongside the 
berth or waiting berth, and Customs formalities are completed. 
DOCUMENTS: 

2 Crew Lists. 

2 Passenger Lists. 

1 Health Certificate. 

2 Provision and Store Lists. 

1 Ship's Certificate. 

DEEP SEA PILOTAGE: See ‘General’ before first German port and 
“Baltic Deep-Sea Pilotage”’. 

PILOTAGE: Pilotage is carried out by Weser River Pilots, no Harbour 
Pilot available. 

ANCHORAGE: No anchorage in vicinity of the harbour, see Blexen 
Roads. 

RESTRICTIONS: Max. draft in the entrance at LW is 3.20 m. 

MAX. SIZE: Max. size in daytime, length 80 m. Max. size at night-time, 
length 60 m., draft depends on the tide. 

PRATIQUE: Pratique is given on arrival by the Health Officer. If disease 
or fever is suspected on board it has to be reported to the Agent. 
RADIO: Cable Norddeich (call sign DAN) advising ETA and cash 
requirements. 

RADAR/VHF: No port radar service but river radar can be used for 
approaching port from Weser Lanby to Bremerhaven. VHF Channel 21 
from Bremerhaven to Elsfleth. Channel 19 from Bremen to Elsfleth. 

River radar can be used for approaching port from Bremerhaven to 
Elsfleth (entrance of River Hunte). 

Bremen Port Radar Channel 12. 

VHF Channel 10 from Elsfleth to Oldenburg. 

The 2 railroad bridges over the River Hunte can be called on VHF 
Channel 19. 

TUGS: Tugs have to be ordered from Bremen or Brake, they join the 
vpaee at River Hunte Estuary. If tug lines are used there are no extra 
charges. 

BERTHING: 1 quay with a length of 260 m., depth alongside 4.7 m. 
1 waiting berth for small vessel 3 m., 1 private berth (Omni-Pac). 

2 waiting berths for vessels in inland trade. 9 vessels with length from 
80 m. can use these berths. One waiting berth is by the naval college 
(3 berths) and the other at km. 23 on the River Hunte. 

SPECIALISED CARGO-HANDLING FACILITIES: 1 crane with 6.5 tons, 
1 crane with 10.5 tons and 1 crane with 32 tons capacity. Bulk cargo 
can be handled with grabs, no other special facilities. 
BRIDGES: No bridges to reach the port, but all ships bound for 
Oldenburg are waiting at Elsfleth for opening bridges. 

A flood prevention barrier has to be passed to reach the harbour. 
STEVEDORES: ETA has to be cabled to the Agents to arrange gangs. 
Port works 3 shifts around the clock, including Sunday and holidays. 
MEDICAL: Medical service is available day and night. Hospital is 
available at Brake. 

TANKERS: No tanker berth. 

DENSITY: Fresh water. 

FRESH WATER: Delivered from the quay by hose. 

FUEL: Fuel is delivered by bunker barges stationed in port. 

FIRE PRECAUTIONS: No fire precautions. 

CONSUL: None. 

REPAIRS: 1 dockyard, all ship and engine repairs can be carried out. 
DRY DOCKS: 2 slipways can be used. 

SURVEYORS: Classification Societies have to be ordered from Bremen, 
surveyors available at Elsfleth. 

GANGWAY/DECK WATCHMEN: A crew watchman is necessary 
because of strong tidal streams, 2 — 3 knots. 

HATCHES: Hatch-opening/closing to be carried out by crew. 
CUSTOMS ALLOWANCES: Quantity permitted for each crew member: 
100 cigarettes, 1 bottle of spirits. 

CARGO GEAR: Loading/discharging is carried out by shore cranes. 
REPATRIATION: Any time. Inform Agent. 

AIRPORT: Airport at Bremen (50 km). Regular airlines. 

TIME: GMT plus 1 hour. GMT plus 2 hours (last weekend in March to 
last weekend in September). 

HOLIDAYS: Cargo work can be arranged on those days. 
POLICE/AMBULANCE/FIRE: Police: Station 2263, River 
Ambulance: Brake Hospital 04401 — 4060. Fire 2333. 
TELEPHONES: No ship-to-shore communications. 

SHORE LEAVE: Crew members are allowed ashore with valid 


passports. 
IDENTIFICATION CARDS: Shore passes are only issued for crew 


members and passengers of those nationalities that normally require a 
Visa to enter the Federal Republic of Germany. No shore passes are 
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issued for crew members and passengers who do not require a Visa 
enter the Federal Republic of Germany, Seaman's Book or Passpor, 
sufficient. ’ 
Shore passes issued to passengers are chargeable. 
REGULATIONS: No unusual regulations for the port. 
GENERAL: All ships bound for Oldenburg have to do clearance in 
DEVELOPMENTS: A new private berth has been completed for by 
distillery “Pabst & Richards”. 
AUTHORITY: Niedersachsisches Hafenamt Brake — Hafenmeig. 
Elsfleth, An der Straatskaje, 2887 Elsfleth. Tel: 04404-299 
Contact: H. Plaster, Harbour Master. 


EMDEN: 53.23 N. 07.13 E. (See Play 


PORT LIMITS: The vessel is to be considered an “arrived ship” ups 
having berthed at the designated waiting/loading/discharging ben, 
Seip upon Charter-Party. 

DOCUMENTS: Health Declaration (form from Sea-Pilot), Deg 
Exemption Certificate, Bill of Lading, Cargo Manifest, Certificate of Orige 
(for pcg only), Certificate of Quality (for gas-tankers only 
Certificate of Registry, 5 Crew Lists, 2 Crew Personal Effects Liss 
4 Slop-Chest Lists, Passports/Seamen’s Books, 2 German Tanky 
Check Lists (for tankers and gas-tankers only). 

DEEP SEA PILOTAGE: See “General” before first German Port ay 
“Baltic Deep-Sea Pilotage”. 

PILOTAGE: Compulsory. At least 12 hours prior arrival at Pilot Station 
vessel to radio “Emslotse Emden” indicating vessel's name, ETA 
destination and draft. Contact pilot vessel on VHF Channels 16 or 9,9 
2182 kHz. Tel (and Fax): 49 (0) 161-1416967. 

Pilot vessel located near Wester Ems Light Buoy in approx. posit: 
Lat. 53° 37’ N., Long. 06° 20’ E. 

Tankers and gas-tankers above 10,000 g.r.t. with dangerous car 
have to pick up the Pilot at the TW/DB Buoy in position: 53° 59’ 18". 
06° 21' 26” E. 

During bad weather periods pilot boat is withdrawn and stationed’ 
sheltered area near the Isle of Borkum. 

ANCHORAGE: Vessels may anchor in vicinity of pilot vessel in dept 
of 9.5 fathoms. Sandy bottom. 

Further anchorage possibilities in the Ems fairway half way up & 
Emden at “Moevensteert”, 45 ft. salt water at HW. 
RESTRICTIONS: Vessels drawing in excess of 26 ft. salt water have 
wait for high tide to proceed to Emden proper. Tide rise about 10 ft 

Vessels with LOA/beam over 255 m./35.5 m. respectively enter ant 

leave in daylight only. 
The “Great Sea Lock’’: The “Great Sea Lock” has a length of 260m 
(853 ft.) and a width of 40 m. (131 ft.) restricting vessels’ size to 240m 
LOA and 33 m. beam, but upon special permission at about 250 m. LOA 
and 35 m. beam. Depending upon vessels’ constructural shape ever 
oe ships have been accepted in the past upon special application 
MAX. SIZE: Under normal tide conditions, vessels drawing 36 ft. ca 
enter Emden directly. Vessel drawing up to 45 ft. salt water can 
lightened in river inside Isle of Borkum at the unloading bet 
“Moevensteert” by floating cranes until appropriate draft achieved. 

Length and beam restrictions imposed by locks at Emden: Mat 
240 m. length and 33 m. beam. Vessels exceeding these dimensions 
require prior permission. 

HEALTH: Pratique granted immediately on arrival at locks by Doctor 
Health Official. 

RADIO: Cables should be despatched via Norddeich Radio (DAN). 
Gas Tankers: Entry Permission: For each gas—tanker the agent - 0 
behalf of vessel — has to apply for an entry permission with the Lowe 
Saxony harbour office. 

Following advanced information required: (1) GRT, (2) Volume cu.m. (9 
LOA, (4) Beam, (5) Year of build, (6) ETA, (7) Draft, (8) Port of Departure 
(9) Cargo Grade, Quantity, Temperature, (10) Possible Deficiencies? 
Ship and/or Cargo, (11) Confirmation vessel in accordance with IMO 
Rules A328 (9) or A 329 (9). 

ETA-Notices: Master to keep agents closely advised about vessels ET 
at either approach buoy and any change thereof. A 7—days 96-, 4 
24—, 12-hours notice would facilitate preparational matters we 
authorities, receivers etc. 

VHF: Norddeich Radio (DAN): VHF Channel 16 and all know 
communication facilities including ship/shore telex. 

Knock Radar Control Centre: VHF Channel 18. 

Emden Pilot: VHF Channel 16. 

RADAR: Radar service on the river “Ems” from approx. position: # 

53° 37.5’ N., Long. 06° 23’ E. (Westerems) or Lat. 53° 35’ N., Low 

06° 23’'E. (Hubertgat) up to port entrance. The other rang 

edd eal works on VHF Channel 18. Further information on 
hannel. 

TUGS: Sufficient tugs available, stationed at Emden Locks, ranging fo" 

790 h.p. to 3,900 h.p. Usually ship's lines used. 

BERTHING: Outer Harbour: Quay length 1,539 m. — tidal harbour. As 

see “Developments”. 

New Inner Harbour: Accessible through Sea Lock (260 m. x 40 m.) av 

Nesserlander Sea Lock only for vessels up to 111 m. in length a 

14.50 m. width. 

INNER HARBOUR: 

South Quay: 

Commodity: Iron ore, coal, coke, bauxite, fertilizers and other dry 

cargoes, also wood, steel, general cargo, containers, etc. 

Pier Length: 932 m. 

Depth Alongside: 12 m. permanent (salinity about 1.005). 

Draft Allowed: 35 ft. inbound, 34 ft. outbound. 
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of Cranes: 5, 1 cokeloader. 
ye opacity: 2x 15 tons, 2x25 tons, 1x40 tons. 4,000 tons/day. 
wang ity: Discharging iron ore, about 30,000 tons. Discharging 
24,000 tons. Loading coal about 10,000 tons. 
syreach of Grabs: 34.5 m. (cranes), 12.5 m. (cokeloader). 
stance Waterline/Lower Edge Grab: 14 m. (cranes), 13 m. 
Sever Fok Double belt system. 
Syorage Area: About 25,000 sq.m. concrete paved. About 76,000 sq.m. 
e pulk cargoes. About 4,000 sq.m. of covered storage for general and 


S. 
Discharging: Ex-vessel onto rail cars, trucks, barges. 

working Period: Monday 0600 hrs. — Saturday 2200 hrs., overtime 
sossible. 


pote Containers, steel, wood, general cargo, coal and coke. 
der Length: 520 m. 

pet Alongside: 11.5 m. permanent (salinity 1.005). 

raft Allowed: 35 ft. inbound, 34 ft. outbound. — : 

umber of Cranes: Two cranes and one container bridge. 

ting Capacity: 53 tons (exceptionally 80 tons) to 15 tons. _ ; 
Daily Capacity: Discharging iron ore, about 30,000 tons. Discharging 
‘ai, about 20,000 tons. Loading coal, about 10,000 tons. 

outreach of Grabs: 34.5 m. 

pstance Waterline/Lower Edge Grab: 14 m. 

conveyor Belt: Available. 

srage Area: About 13,000 sq.m. concrete paved. About 32,000 sq.m. 
iy bulk cargoes. — [ 

ioading/Discharging: Ex-vessel onto rail cars, trucks, barges. i 
Working Period: Monday 0600 hrs. — Saturday 2200 hrs., overtime 


possible. 

industrial Harbour: 

commodity: All kinds of dry-bulk commodities in smaller lots, iron and 
veel, livestock and all kinds of general cargo. 

Der Length: Total about 1,000 m. 

umber of Berths: 3. 

Draft: Between 23 ft. — 24 ft. permanent (salinity 1.005), depending on 


berth. 

umber of Cranes: 4, and 1 mobile crane. 

utting Capacity: 1x5 ton, 1x10 ton, 110-20 ton, 1x30 ton, 1 mobile 
crane 30 ton. 

Outreach of Cranes: 16 m. — 40 m. depending upon weight of load to 
te handled. 

Distance Waterline/Lower Edge Grab: 18 m. — 20 m. 

Storage: About 5,500 sq.m. covered storage space. About 50,000 sq.m. 
open storage space. 

loading/Discharging: Ex-vessel onto rail cars, trucks, barges. 

Working Period: Monday 0600 hrs. — Saturday 2200 hrs., overtime 
possible. 

Ro-Ro Berths | and Il: 

Commodity: Automobiles, paper and other Ro-Ro commodities. 

Berthing Length: Terminal | Terminal II 


325 m. 300 m. 
Draft Allowed: Max. 23 ft. permanent Max. 23 ft. permanent 
(salinity 1.005). (salinity 1.005). 
Number of Ramps: 1 stern ramp. 1 stern ramp. 
P 1 stern or side ramp. 
Storage: About 43,000 sq.m. About 31,000 sq.m. 


; storage space. storage space 
Loading/Discharging: Ex vessel onto rail cars, trucks. 
pi Period: Monday 0600 hrs. — Saturday 1400 hrs., overtime 


OUTER HARBOUR: This port basin has direct connection to the Ems 
rn i.e. itis a tidal port area. There are no restrictions as to length 
ot beam. 
YW Berth: 
vormodity: Mainly used for handling Volkswagen automobiles. 
ing Length: About 420 m. 
Depth Alongside: 9.0 m. at low water (salinity about 1.007). 
Draft Allowed: 26 ft. LW. 
dal Range: About 10 ft. 
umber of Cranes: None. 
~8990 Handling: Side door Roll-on/Roll-off or ship's own gear, ex-vessel 
onto storage, rail, truck. 
\oading Rate: Max. 2,000 cars/day. 
Granary | and I: 
;ommodity: All kinds of grain products, feed stuff, etc. 
ing Length: 450 m. 
reg Alongside: 8.5 m. at LW (salinity about 1.007). 
aft Allowed: 26 ft. fresh water at LW. 
pre Range: About 10 ft. 
under of Elevators: 3 shore elevators. 
Os ach from Fenderline: 18 m. 
stance Waterline/Hatchcoaming: 11.5 m. 
nee SP aCity: About 12,000 tons heavy grain. About 6,000 tons soya 
1iz298 Capacity: About 150,000 tons. 
oossig, Period: Monday 0700 hrs. — Saturday 2200 hrs., overtime 


Ems Quay: 

Par any: General, wood, logs, containers, etc. 
271.7 m. 

re slowed: 8.5 m. salt water at LW. 

Wumpnn "ge: About 10 ft. 

a Of Cranes: None. 

Serene of Ramps: 1 quarter ramp, 1 stern ramp. 

% 009. Capacity: About 6,000 sq.m. of covered storage space and 

Neeser ot concrete paved open storage space. 

Pr tland’”’: One mobile, tide-independent, floating Ro/Ro bridge for 

breadth and Ro/Ro cargo up to 100 tons with approximate 5.5 m. 
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Lightening/Topping-Off of Dry-Bulk Cargoes at Emden-“‘Dukegat”’: 

General: Vessels exceeding a draft of 35 ft. salt water have the possibility 

to lighten/top-off at the “Dukegat” Anchorage. 

Commodity: Iron ore, coal, bauxite, etc. 

Location of Anchorage/Lightening-Place (Dukegat): About 20 sea miles 

up-river from pilot vessel between Buoys “A12” and “A14” near the Isle 

of Borkum. 

Dimensions of Anchorage/Lightening-Place (Dukegat): About 2,750 m. 

long and about 700 m. wide. 

Draft: Maximum allowable arrival/sailing draft 45 ft. salt water. 

BULK HANDLING FACILITIES: See “Berthing”. 

BRIDGES: None. 

STEVEDORES: Since main commodities consist of bulk cargoes, such 

as iron-ore, coal, coke, bauxite, no specific requirements. 

MEDICAL: Advance notice only required in urgent cases; hospital 

available. 

TANKERS: Olhafen situated in Inner Harbour. Max. draft 33 ft. 6 in. 
Slops may only be discharged at the Tank Cleaning installation of 

Thyssen Nordseewerke GmbH. 

Oll Harbour: 

Commodity: LPG, chalk slurry, porcelain clay and small shipments of 

naphtha, condensates, fuel oil, gas oil. 

Number of Berths: 4 (2 large and 2 smaller berths). 

Docking Length: 


No. 1 No. 4 
250 m. 200 m. 
Draft Permanent: 33 ft. 6 in. 33 ft. 6 in. 


(salinity about 1.005) 
500 t.p.h. light fuel 
750 t.p.h. heavy fuel 
Discharging Rate: 2,500 t.p.h. crude oil 

Connections: 2x12 in. max. 
Working Period: Around the clock, SHinc. 
LPG Terminal: 

Commodity: Butane, propane and its mixtures. 
Location: Emden oil harbour in the “Inner Harbour” — Oil Harbour 
separated from the Ems Fairway by the “Great Sea Lock” 

Type of Berth: Concrete finger-pier with platform and with 5 dolphins 
abreast and sufficient mooring bollards ashore. Max. pull 100 tons. 
Depth/Tidal Range: 10.36 m. brackish water (approx. 1007). No tidal 
range. 


(salinity about 1.005) 
500 t.p.h. light fuel 
750 t.p.h. heavy fuel 
1,500 t.p.h. crude oil 
18 in. max. 


Loading Rate: 


Restrictions: 
LOA 240.00 m. 
Beam 33.00 m. 
Draft 34 ft. (dock density) 


Distance waterline/manifold 19.00 m. max. 


Distance ship's rail/manifold 5.50 m. max. 
Free space to forward of 
manifold connection : 1.40 m. min. 


Berthing: Vessels berthing with port-side to. Ships being towed 
backwards into basin. Day and night mooring/unmooring. 
Cargo Handling Facilities for Ref. + Semi-Ref. Cargo: 1 free floating 
discharging-arm, type Wiese 4/350, with one 8 in. 300 ASA liquid 
connection and one 3 in. 300 ASA flexible vapour return line. 
Shore Heat-Exchangers/Shore Booster Pumps: 2 heat-exchangers — 
able to heat-up from —42°C to minimum of 0°C. 
3 booster pumps — max. liquid delivery head 445 m. 
Discharging/Loading Rate: Max. 500 cu.m/hr. max. about 200 cu.m/hr. 
Distance Berth/Tank Farm: About 4.5 km. 
Size of Cargo Line: Average diameter 8 in. 
Storage Facilities: 2 buffer tanks at berth — 4,000 cu.m. net. 9 storage 
tanks at tank farm — 23,000 cu.m. net. 
Working Period: Around the clock, SHinc. 
Special Vessel’s Requirements: 
(a) All gas-tankers have to be equipped with 2 VHF wireless stations at 
the bridge. 
(b) All gas-tankers above 30,000 cu.m. cargo tank capacity have to be 
equipped additionally with: 
2 Radar units 
1 Decca navigator 
1 Electronic speed-recorder 
1 Rate of turn indicator 
Required Valid Certificates: 
(a) IMO-Certificate of Fitness according IMO-Resolution A 328 (9) or 
A 329 (9)/Certificate of Compliance. 
(b) Cargo Ship Safety Construction Certificate. 
(c) Cargo Ship Safety Equipment Certificate. 
(d) Cargo Ship Safety Radiotelegraphy Certificate. 
(e) Ship Safety Radiotelephony Certificate. 
(f) Load Line Certificate. 
(g) Classification Certificate. 
(h) Oil Liability Certificate. 
(i) Oil Record Book filled—in. 
Letter of Compliance where available. 
(k) Ship's sieved and Stability Manual. 
(1) Damage and Survival Stabilityinformation. 
(m) Certificate of Safe Manning according IMO A 481 (XII). 
(n) Test Certificates for: 
Safety Relief Valves. 
Cargo Tanks. 
Cargo Pipe-lines. 
Instrument Calibration. 
Documents for Clearing Purposes: The following documents are also 
required for clearing purposes: 
(a) Health Declaration (form from Sea Pilot). 
(b) Derat Exemption Certificate. 
(c) Bill of Lading. 
(d) Cargo Manifest. 
(e) Certificate of Origin. 
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(f) Certificate of Quality. 

(g) Certificate of Registry. 

(h) 5 Crew Lists. 

(i) 2 Crew's Personal Effects Lists. 
(j) 4 Slop chest Lists. 

(k) Passport/Seaman's Book. 

(l) 2 German Tanker Check Lists 


Supplies/Services: 
(a) Purging/Gas Freeing Not allowed within the port area 
(b) Coolants (Propane) Available (pressurised) 
(c) Nitrogen, Oxygen, Freon Available from local Unitor in Bottles/ 
Cylinders 
(d) Bunkers All grades available from majors and 


some outsiders ex-barge prior to or 
after cargo operations 

Lightening of Tankers: There is also a tanker lightening/anchoring 
place at the “Dukegat” anchorage at the location of Buoys “A10" — 
“A12” with an allowable draft of 41 ft. SW, dimensions 1,200 m. long 
and 800 m. wide. 

However, lightening of tankers is not customary and has not been 

tformed recently. 

ENSITY: Average density in port 1005 — 1010. 
FRESH WATER: Available. 
FUEL: All grades available, delivered by barge by major oil companies 
and others. 
FIRE PRECAUTIONS: All common fire precautions to be obeyed. 
CONSULS: Finland (Vice-Consul), Tel: 28800, Norway, Tel: 8907-29, 
Sweden, Tel: 21904, Netherlands, Tel: 21404. 
REPAIRS: All kinds of repairs possible. 
DRY DOCKS: 1 dry dock 218m. x 30™m., 1 floating dock 176m. x 
27 m., 1 floating dock 130m. x 15.8m., 1 floating dock 116.4m. x 
21.3 m., 2 floating docks 92 m. x 16.2 m. 
SURVEYORS: German Lloyd, Lloyd's Register, Norske Veritas, Bureau 
Veritas, Panama Bureau of Shipping Inc. 
GANGWAY/DECK WATCHMEN: Not compulsory. 
OPENING/CLOSING HATCHES: To be performed by crew. 
CUSTOMS ALLOWANCES: 40 cigarettes per day/person, 0.25 litre 
spirits per day/person (at “Outer Harbour” and “Old Inner Harbour’). 
REPATRIATION: Nearest airport to Emden is Bremen (about 150 km.). 
There are good train connections to and from Emden. Car transportation 
can also be arranged upon request to Agent. A small airport is available 
at Emden for domestic flights and charter flights. 
AIRPORT: Nearest airports Bremen and Hamburg, about 2 — 3 hours 
drive from Emden. World-wide connections. Flight Emden to Bremen or 
Hamburg possible by air-taxi. 
TIME: GMT plus 1 hour. GMT plus 2 hours (last weekend in March to 
last weekend in September). 
HOLIDAYS: New Year's Day; Good Friday; Easter Monday; Labour Day 
(May 1st); Ascension Day; Whit Monday; October 3rd; Prayer Day; 
Christmas Day; Second Christmas Day (December 26th). No work on 
pone Year's Day, Easter Sunday, Whit Sunday, May 1st and Christmas 


ay. 
POLICE/AMBULANCE/FIRE: Police 110; Ambulance 22222; Fire 112. 
EMERGENCY CO-ORDINATION CENTRE: Local Water Police, 
Tel: 04921-891558. 
TELEPHONES: Telephones can be placed on board if vessel berthed 
at Outer Harbour, Northquay, Southquay or Thyssen Nordseewerke 
shipyard. Public telephone boxes are available close to the berths. 
SERVICES: Tank cleaning installation for slop disposal available. 
Oil pollution service available. 
BANKS: German banks, such as Deutsche Bank, Commerzbank. 
STORING: See “Prelims”. 

1. Yes. 

2. Throughout loading operations, except for gas tankers. 

3. Mainly yes. 

4. Mainly yes. 

5. Stores have to be cleared through Customs. 


6. Yes. 
SHORE LEAVE: Shore leave possible. 


IDENTIFICATION CARDS: Shore passes are only issued for crew 
members and passengers of those nationalities that normally require a 
Visa to enter the Federal Republic of Germany. No shore passes are 
issued for crew members and passengers who do not require a Visa to 
enter the Federal Republic of Germany, Seaman's Book or Passport is 
sufficient. 

Shore passes issued to passengers are chargeable. 
GARBAGE DISPOSAL: Collection service available, for ship's account 
only. Contact agent or Port Authority for details. Smaller quantities may 
ne disposed of in waste containers, distributed about port area, free of 
charge. 
WASTE OIL DISPOSAL: Oil residues, etc., can be collected by tanker 
trucks, free of charge. If required, a special berth is available for this 
service. Contact Agent or Port Authority for details. 
SEAMAN’S CLUBS: German Seamen's Mission Emden, Am 
Seemannsheim 1, 2970 Emden, Germany. Tel: (04921) 23551. Facilities 
include telephone and shopping, books, newspapers, T.V., billiards, 
table tennis, overnight stays for seamen and families, meals, port 
service, church services on Sundays, information and advice. 
REGULATIONS: None unusual, but tankers and especially gas tankers 
have to apply for a special entry permission through the Agents. 
DELAYS: Normally, none. 
DEVELOPMENTS: 

1. The previously planned “Dollarthafen” project has been shelved. 
The construction of an entirely new port basin in way of “Knock” 
(about 10 km. West of Emden) is now in the planning stage. The 
aim is to provide berths for vessels drawing upto 45 ft. salt water, 
and to handle all kinds of commodities, including dangerous goods 
and containers. 
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2. In the Western part of the Northquay in the New Inner H; 
container terminal is being constructed, enabling transhipme, 
up to 100,000 TEU per year. One berth with 1x53 ton cons, 
crane is already available in the first stage, and an Addition, 
berths and 4 cranes will be available in the second stage. 

AUTHORITY: Niedersachsisches Hafenamt Emden, Fr; 
Naumann Str. 7-9, 26725 Emden, Germany. Tel: (04921) 8, 
Telex: 27966 NHA-E-D. Cables: Hafenamt Emden. FAX: (04921). 
137. Contact: Captain A. Brinkmann, Tel: 897-120 or Captain F, Her 
Tel: 897-119. 

AGENT: Johs. Fritzen & Sohn-GmbH, Neptunhaus, P.O. Box 1% 
26721 Emden, Germany. Tel: (04921) 20011 (day and nigy 
Telex: 27821 Frizn d. Fax: (04921) 20013. Cables: Fritzenagent Ems. 


FLENSBURG: 54.48 N. 09.26 E. (See Pig 


PORT LIMITS: The seaward boundary is the line between two spe» 
boundary-stones on the West and East side of the port entrance. 
DOCUMENTS: 2 Crew Lists, 2 Passenger Lists, 2 Stores Lists (bony 
stores), Cargo Lists, Bills of Lading, General Declaration, Sty 
Certificates. 

PILOTAGE: Pilot Station Flensburg, Schifforucke 12, D-2390 Flenshy 
Tel: (0431) 362858. Advance notice 5 hours before arriving By 
“Flensburger Foerde” by Kiel Radio or Agent (3 hours before jeayy 
port). Pilot boards at Buoy ‘“Flensburger Foerde”. Pilot will board in; 
weather if possible, otherwise pilot-boat will lead vessel to that posiy 
where Pilot can board. Not necessary to anchor. Pilot-boat is a 
boat with “Lotse” written in white letters on both sides. Boat will sy 
lights prescribed by international regulations and is fitted out with \# 
Channels 6, 10, 16, 25, 26, 27. 

ANCHORAGES: Just outside harbour entrance, N.E. of Mittelgrunds: 
West of Kielseng leading lights. Depths of water between 12 m. » 
19 m. muddy ground; same position for Quarantine Anchorage. 

The other anchorage is at Buoy “Flensburger Foerde”’, depth of wa 
between 20 m. and 27 m. Bottom is mud and sand. 
RESTRICTIONS: No specific restrictions; no tide, water-level variaiy 
depending only on the wind. 

MAX. SIZE: Max. draft up to 7.0 m. at normal water-level. 
HEALTH: Generaily Free Pratique for ships in the North Sea and Bat 
Sea trade, ships coming from overseas ports pratique granted on ame 
Inform Pilot if any suspected diseases on board. He will make necesss 
arrangements. A valid Derat Exemption Certificate has to be on box 
RADIO: Kiel Radio, call sign DAO. 

VHF: Not available at Flensburg Port. 

RADAR: There is no Port Radar Service. 

TUGS: One harbour tug of 2,300 h.p. is available. If required, bs 
shipping agency makes arrangements, provided at least 3 hours noe 
oe in normal working hours, otherwise 24 hours. 

ERTHING: Powerstation-Quay length 210 m. depth of water 7.30 
Harnis Quay length 470 m. depth of water 6.00 m. Harnis Quay leg 
240 m., depth of water 7.0 m. Schiffbrucke Quay length 170 m. de 
of water 6.50 m. Schiffbrucke Quay length 130 m., depth of water 50r 
Depths of water refer to normal water-level. 

CRANES: Powerstation Quay: 1 crane 10 tons lifting capacity av 
ship-unloader, max. discharging rate 600 t.p.h. 

Harnis Quay: 4 cranes 3 — 5 tons lifting capacity. All cranes are usé 
for general and bulk cargo. 

BULK CARGO FACILITIES: 3 elevators for feedstuff and 1 elevator’ 


coal. 

SPECIALISED CARGO-HANDLING FACILITIES: Not available. 
BRIDGES: There are no bridges at Flensburg Port. 
STEVEDORES: Agents make all arrangements. Unloading 
pee on type of cargo. Bulk cargo discharge up to 160 t.p.h. per ga 
MEDICAL: Doctors, hospitals, ambulances available day and night 
TANKERS: 2 berths for tankers up to 1,000 g.r.t. with depths of wet 
5.70 m. and 5.00 m.; diameter of discharge lines are NW 200; avert 
discharge of fuel and gasoil 300 cu.m. per hour. 

DENSITY: Winter-time 1015; Summer-time 1012. 

FRESH WATER: Available at all berths, delivery rate about 20 cu.m/hr.! 
shore hydrants. 

FUEL: Diesel available in any quantity. Fuel oil subject to 5 Mm 
advance notice from tank lorries. 

FIRE PRECAUTIONS: No specific precautions. 

CONSULS: Denmark, Nordergraben 19; others at Hamburg. 
REPAIRS: No facilities. 

DRY DOCKS: None. 

SURVEYORS: All main Classification Societies are present at Han 
GANGWAY/DECK WATCHMEN: No watchman service available. 
HATCHES: Opening/closing normally done by crew. Stevedores ® 
perform this for additional payment. 

CUSTOMS ALLOWANCES: For consumption on board merce! 
vessels for each crew member per day 40 cigarettes or 20 whiffs o 
cigars or 50 grams tobacco and 0.25 litre spirits and 3 litres wine # 
duty-free. If the ship stays for 3 days or longer it is usual to allow te 
fold of the mentioned quantity. For shore leave 20 cigarell f 
permitted for each person only. If a crew member leaves the ship 
least 3 days the regulations for tourists are applicable. 

CARGO GEAR: All loading and discharging done by shore cot 
except elevator-work. 

REPATRIATION: Possible at any time without difficulties. 
AIRPORT: Hamburg-Fuhlsbuttel, 175 km. distant; 2.5 hours by 
TIME: GMT plus 1 hour. GMT plus 2 hours (last weekend in Mav’ 
last weekend in September). 

HOLIDAYS: See “Hamburg”. No work on official holidays. y 
POLICE/AMBULANCE/FIRE: Police Tel: 110, Fire/Ambulance Té 


TELEPHONES: Installation on board ships possible at Harnis Quay. 
gERVICES: Tank cleaning and slop disposal services available. 
np ass djusting possible, advance notice necessary. 
SHORE LEAVE + anced. f 
ATION CARDS: Shore passes are only issued for crew 
members and passengers of those nationalities that normally require a 
to enter the Federal Republic of Germany. No shore passes are 
sued for crew members and passengers who do not require a Visa to 
enter the Federal Republic of Germany, Seaman's Book or Passport is 
ay issued to passengers are chargeable. 
— DISPOSAL: Agent can arrange collection of garbage. 
WASTE OIL DISPOSAL: Various collection services available. Contact 
details. 
AN'S CLUBS: None. 
CURRENCY: Deutsche Mark (DM). . 
LATIONS: No particular or unusual regulations. 


DELAYS: Normally no delays. 
A ITY: Stadt Flensburg Hafenamt, P.O.Box 2742, Batterie- 
grasse 48, 24939 Flensburg, Germany. Te/: (0461) 487301. FAX: 49- 


41-487660. Contact: T. Lauritzen, Harbour Master. 


GLUCKSTADT: 53.45 N. 09.25 E. 
PORT LIMITS: Line drawn between seaward ends of North and South 


moles. 
DOCUMENTS: 
Ship's Papers. 
Cargo Papers. 
Despatching Papers. 
Crew Lists. 
PILOTAGE: Pilot to be ordered via Agent. 
WAX. SIZE: Vessels up to 4.5 m. draft can pass through lock to Inner 


Harbour. 
BERTHING: Outer Harbour: 400 m. quayage, depth 6 m. at HW. 

inner Harbour: 300 m. quayage, depth 4.5 m. at HW. 

Dimensions of lock between Outer and Inner Harbours are: Max. depth 
576 m. HW, width 13.85 m., usable width 12.85 m. 
CRANES: 1x45 tons jib crane, 1x14 tons jib crane and 1x18 tons 
mobile crane. 
STEVEDORES: Working Hours: Monday to Thursday 0700 — 1200 hrs., 
1230 - 1600 hrs. Friday 0700 — 1200 hrs. Overtime to be agreed. 
DRY DOCKS: 1 slipway for inland waterway vessels up to 500 d.w.t. 
AIRPORT: fla 
\DENTIFICATION CARDS: Shore passes are only issued for crew 
members and passengers of those nationalities that normally require a 
Visa to enter the Federal Republic of Germany. No shore passes are 
ssued for crew members and passengers who do not require a Visa to 
abe Federal Republic of Germany, Seaman's Book or Passport is 

cient. 

Shore fetien issued to passengers are chargeable. 
GARBAGE DISPOSAL: Available, contact Harbour Master for details, 
Tel: (04124) 2087. 
WASTE OIL DISPOSAL: Available, contact Harbour Master for details, 
Tel: (04124) 2087. 
SEAMAN’S CLUBS: None. 
CURRENCY: Deutsche Mark (DM). 

AUTHORITY: Amt fur Land-und Wasserwirtschaft Itzehoe, P.O. Box 
‘151, Breitenburger Strasse 25, 25524 Itzehoe, Germany. Tel: 04821- 
880. FAX: 04821-662223. Contact: Harbour Master, Hafenamt 
Guekstadt, 25348 Gluckstadt. Tel: 04124-9160-0. 


HAMBURG: 53.33 N. 09.59 E. (including Altona, Harbur 
and Wilhelmsburg) (See Plan) 


DOCUMENTS: 
6 Crew Lists 
§ Passenger Lists. 
sions and Stores Lists, including Fuel Oil. 
4 angerous Cargo Lists. 
saith Certificates (forms obtainable from Pilot). 
General Cargo Declaration. 
Ship's Register. 
PA Liability Certificate for more than 2,000 tons of oil. 
‘pmaster's Report: October 1988. 
W pt No documents required as port is a Free Port. 

t Police: 2 copies Crew List. 

; 1 copy Maritime Declaration of Health. 
oat 1 copy Crew List. 

: PILOTAGE: See “Brixham” or “Cherbourg” and “General” 
PLoTaaeoorman port and “Baltic Deep-Sea Pilotage”. 
ojg2ae-Anchorage River Elbe: See “General” before first German port. 
Seenee Port of Hamburg: Harbour Pilots board the ships close to the 
, phe Station. Harbour Pilots can be called by VHF, Channel 

amburg Pilot”, morse or sound signal “G” (2 long and 1 short) 


* fag “G". Pilotage i 
. tage | f 
8d over 1,000 pe is compulsory for vessels with dangerous cargo 


GERMANY 


Exceptions: Pilotage is not compulsory for vessels with dangerous cargo 
up to 300 g.r.t. and vessels up to 5,000 _ ay if: (1) the Master has 
called at the Port of Hamburg with his ship 6 times within the last 
12 months, and (2) he speaks German fluently. Advisable to use Pilots 
in port. 

ANCHORAGE: Available at several places between Elbe Lightvessel 
and Hamburg. See “General” before first German port. 
RESTRICTIONS: No restrictions imposed on night entry for any vessels. 
MAX. SIZE: Inward Bound: Vessels allowed max. draft of 46 ft. in salt 
water on arrivai Elbe Lightvessel, may enter only on rising tide under 
normal weather and tide conditions. 

Container ships exceeding 37 ft. draft in salt water on arrival Elbe 
Lightvessel may enter only on rising tide. 

Outward Bound: Vessels up to 39 ft. draft in fresh water on departure 
from Hamburg may leave at any time. 

Vessels exceeding 35 ft. draft in fresh water and up to 38 ft. on 
departure from Hamburg-Finkerwerder Port Pilot Station may leave 
1 hour after LW until 2 hours before next following HW. 

Container ships and LASH carriers up to 39 ft. draft in fresh water on 
departure from Hamburg may leave at any time. 

Container ships up to 41 ft. (FW) draft may leave from Port Pilot 
Station from time of L.W. until 2 hours after L.W. No anchoring at 
Brunsbuttel is required. 

Inward Bound: Vessels exceeding 300 m. length or 45 m. breadth 
allowed max. draft to 41 ft. in salt water on arrival Elbe Lightvessel, may 
enter only on rising tide. 

Outward Bound: Vessels allowed draft to max. 35 ft. in fresh water on 
departure from Hamburg-Finkerwerder Port Pilot Station may leave 
1 hour after LW until 2 hours before next following HW. Underkeel 
clearance of 10% of draft required. 

Vessels demanding the rising tide will proceed according to tidal 
conditions in order to reach Finkerwerder Pilot Station 1 — 1.5 hours 
before HW. 

The following Harbours can be reached: 

Note: All water depths refer to medium low water level. Water depths 

can change from berth to berth, and all Masters are advised to obtain 

the necessary information regarding their berth, either from their Agent 

os wx as Authority (Tel: 740.31.51 or VHF Channel 14 “Hamburg Port 
adio”’). 

*Max. draft subject 
to yp berth 


Harbour Name At any time up to 
(ft.) 


Dradenau Hafen 35 25 
Petroleum Hafen 31 17 
** Griesenwerder Hafen 34 24 
Waltershofer Hafen 37 34 
Kuhwerder Hafen 36 — 38 28 
Oderhafen 36 26 
Rethe Neuhof NHG 41 27 
Kattwyk Hafen 38 28 
Neuhofer Hafen 35 29 
Rethe Van Ommeren 33 28 
Rethe Kruse 33 30 
Rethe Mackprang 33 30 
Rethe Stroh 33 30 
Schluisgrove Hafen 37 27 
Hansaport 41 37 
Harburg Seehafen 4 21 13 
Harburg Seehafen 3 16 14 
Harburg Seehafen 2 31 27 
Harburg Seehafen 1 22 19 
Kraftwerk Wedel 32 — 42.5 32 
Blumensandhafen 38 28 


* Max. draft with 10% underkeel clearance. 
** To be closed in 1994. 
Lideg max. draft is dependent on the prevailing Easterly or Westerly 
winds. 
Also see “Shipmaster’s Report”. 
Report: October 1984. 
The following salt water drafts are permitted: 
46 ft. 00 in. S.W., for vessels up to 300 m. LOA and/or 45 m. beam. 
44 ft. 06 in. S.W., for vessels up to 315 m. LOA and/or 47 m. beam. 
43 ft. 06 in. S.W., for vessels up to 330 m. LOA and/or 49 m. beam. 
42 ft. 06 in. S.W., for vessels up to 345 m. LOA and/or 54 m. beam. 
41 ft. 06 in. S.W., for vessels up to 360 m. LOA and/or 63 m. beam. 


HEALTH: Master required complete health certificate when Pilot boards. 
Only vessels with infectious diseases are subject to detention. 


RADIO: All messages to Agents, etc., through Norddeich Radio, call 
sign “DAN”. Closer to port Elbe-Weser Radio can be contacted by VHF 
Channel 16. 

Ships reporting stations are on permanent duty: 

Cuxhaven: Call “Cuxhaven Elbe Port Radio” on VHF Channel 12, 
safety and calling Channel 16. 

Brunsbuttel: Call “Brunsbuttel Elbe Port Radio” on VHF Channel 14, 
safety and calling Channel 16. 

Stadersand: Call “Stadersand Elbe Port Radio” on VHF Channel 11, 
safety and calling Channel 16. 

Hamburg: Call “Hamburg Elbe Port Radio” on VHF Channei 12, safety 
and calling Channel 16. 

Hamburg Port Radio (Port Authority): VHF Channel 14 and 16. 
TUGS: Normally join incoming vessels at Harbour pilot station at 
Finkerwerder. Tugs lines used at no extra charge. 

RADAR: River Radar Service from Elbe 1 to Hamburg, see “General” 
before first German port. 

Hamburg Radar Service “Hamburg Radar Radio”, VHF Channels 3 
and 19 at the lower end of Seemannshoeft, VHF Channels 80 and 7 at 
the Western and Southern part of harbour, VHF Channels 63 and 5 at 
upper part East of Koehibrand. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle, 


ETA: Master's telegrams via Norddeich Radio, call sign DAN, are 
passed on to Agent 24 hours a day, week-ends and holidays inclusive. 
For this reason it is advisable that Masters communicate with Agent via 
Norddeich Radio. 

In order to avoid delay and extra charges Masters should cable their 
ETA at least 12 hours prior to arrival at Elbe pilot station to “Elbelotse 
Brunsbutelkoog” via Norddeich Radio, stating the following details: 

1. Name of vessel. 5. Place where Pilot is required. 

2. Gross register tons. 6. Place of destination. 

3. Date (2 figures). 7. Draft in metres (4 figures). 

4. Time (4 figures). 

For example: 

Eta Fjordaas 41079 12 1600 Elbeone Hamburg 1214 
(1) if2). (9) notte (5) (6) (7) 

1 hour before arrival at Elbe Lightvessel Masters are advised to contact 

the pilot cutter by VHF Channel 13 or 16. 

BULK HANDLING FACILITIES: 


Grain Maximum Number of Capacity 
Draft Length elevators _total/hour 
Hamburg-Kuhwerder Hafen 35 ft. 656 ft. 4 750 tons 
Hamburg-Rethe/Stroh 38.5 ft. 943 ft. 3 1,000 tons 
Hamburg-Rethe/Kruse 38 ft. 891 ft. 3 770 tons 
Hamburg-Rethe/Makprang 38 ft. 952 ft. 1 1,200 tons 
Hamburg-Neuhof 45 ft. 902 ft. 4 1,660 tons 


There are 3 floating elevators with a capacity of 350/450 t.p.h. 
Max. height 
discharging gear 
Quay length Max. safe above high water 


Max. 
dischi 
Quay length Max. safe above high Wm 
(ft.) draft (F.W.) level (ty 

Fertilisers: 

Neuhof-Kalikai 1,215 38 ft. 60 
Minerals: 

Hamburger-Stahiwerke 1,340 39 ft. 82 

Hansaport 1,850 47 ft. No restrictigy, 
Petcoke/Oxide: 

Hamburger Aluminium Werk 600 36 ft. No restriction 
Gmbh 
Bauxite/Oxide: 

Aluminium Oxid Stad Gmbh 1,080 40 ft. 62 


(AOS) 
BRIDGES: To be passed by vessels bound for basins South ; 
Kohlbrand. 


Max. Height above Depths 
Bridge Situated breadth normal H.T. normal: 
(ft) (ft) (tin) 
Kohlibrand Brucke across the Kohibrand 
(a high-bridge) near Neuhof 558 167 554 
Kattwyk Brucke across the Suder Elbe, 
(a drawbridge) before Harburg 328 167 48-05 
Rethe Brucke across the Rethe, 
(a drawbridge) near Reiherstieg 164 167 500 
STEVEDORES: Ordered by Agents, no additional ETA’s required, 


Working hours 
Monday to Friday First shift 0650 to 1500 hrs. 


Second shift 1500 to 2310 hrs. 
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(ft.) draft (F.W.) level (ft.) 

Coal and Minerals: Third shift 2310 to 0650 hrs. 
Hamburg-Harburg !! 1,720 38 ft. 66 Saturdays, Sundays First shift 0700 to 1300 hrs. 

Elbehafen _ Brunsbuttelkoog 1,968 35 ft. 98 and holidays Second shift 1300 to 1900 hrs. 

Gmbh Third shift 1900 to 0100 hrs. 

Coal: Fourth shift 0100 to 0700 hrs. 
Hamburg-Strand Quay 560 37 ft No restriction Work performed after 1500 hrs. Monday to Friday, on Saturdays ats 
Hamburg-Wedel 1,050 42 ft.6 in. _No restriction 1300 hrs., on Sundays and holidays is at overtime rates. 

CONTAINER HANDLING FACILITIES: 

Burchardkai Tollerort Africa Euro-Kai KG aA Terminal Unikai-UCT. 
Terminal Terminal Kuhwerder Container 
Terminal 
(SHED 90/91) (SHED 63/73) 

Length (m.) 1,800 1,225 860 2,600 2,046 1,645 

Number of Berths 9 (2 Ro/Ro) v cA 5 12 3 

Depth (m.) 11.0 — 14.0 9.4-12.1 10.60 11.0 — 13.0 11.0 12.5 

i! i aad Area 1,500,000 230,000 114,700 858,000 119,000 

sq.m. 

Shed Area (sq.m.) 100,000 24,000 35,300 40,000 88,000 

Cranes 15 bridges 45-70 tons 4 bridges 48 tons 1 bridge 55 tons 5 Kocks gantry 3 cranes 45 tons 4 cranes 50 ton 
(Lifting capacities 2 cranes 25 tons 2 cargo-tainer 7 cranes 33 tons 45/53/68 tons. 2 cranes 40 tons 
each) twin-cranes up 2 cranes 8 tons 2 Kocks gantry 3 cranes 25 tons 

to 50 tons 2 cranes 5 tons 45/68 tons 1 crane 10 tons 
5 cranes 15 tons 1 crane 3 tons (Post Panamax). 1 crane 8 tons 
1 crane 1 mobile crane 1 Takraf 50 ton 2 cranes 6 tons 
3 —5 tons 20 tons for container 2 cranes 5 tons 
1 crane 45 tons 1 bridge 45 tons handling. 19 cranes 3 tons 
5 crane 15 tons 2 floating cranes 
(2 mobile 12 tons — 25 tons 
cranes). 2 grabs 5 tons 
— 10 tons. 
Other Facilities 3 railway transtainers 10 van carriers 55 forklifts 4 railmounted 1 reachstacker 11 transtainers 
30 tons 11 tugmasters 28 trailers, 10 — constacker 35 tons 44 tons 
67 van-carriers 3 transtainers of 35 tons cranes 1 forklift 29 tons 2 straddle 
8 trucks 35 tons each 9 tugmasters 45/55/68 tons. __ 6 forklifts 16 tons carriers, 30.5 
250 forklifts (1.5 — 50 forklifts max. 3 straddle carriers 1 forklift 13.5 tons tons. 
18 tons) 28 tons (3 high) 40 tons. 7 forklifts 8 tons 3 forklifts, 40 tow 
350 junctions for 1 stacker of 8 Valmet straddle 31 forklifts 4 tons 
cooltainers 40 tons. carriers (3 high) 10 forklifts 
3 weighing-machines 40 tons. 3.5 tons 
4 workshops for 5 Peiner straddie 55 forklifts 
repairs carriers (3 high) 1 ton — 3 tons 
computer (DEC 11/70 35 tons. 5 Mafi trucks 
with online system) 4 forklifts 28 tons 16 electric forklifts 
— 42 tons. 1.5 tons. 
8 forklifts 11 tons 
— 21 tons. 
11 forklifts 6 tons 
— 8 tons. 
3 reachstackers 
up to 45 tons 
38 tugmasters 
125 trailers 
60 ft. — 160 ft. 
1 locomotive for 
shunting. 
TANKERS: Tanker Cleaning and gas freeing feciltien -. jugs Van Ommet 
f 4 Kattwyk Hafen (Shell) and some dolphin berths by ts. 
Kohifleethafen (Esso/B.P.) i . Peta ee bef ad Koehifleethafen Terminal: Cautionary Advice: Ships approach the bet 
Petroleumhafen (B.P.) 10 31 ft. at HW or shortly thereafter with the ebb current just starting. At any 
Kattwyk Hafen (Shell) 2 38 ft. time, it is very difficult to enter the harbour due to the current A 
Kattwyk Hafen 1 37 ft. 01 in. at na annem The ship's speed at the entrance should be as 
Blumen: hafen a possible. 
NOUNEY Ouary Gaaneren) “ et Berthing Procedure: Tankers for the North Berth are berthed start" 
Neuhof (Oiltech) 1 35 ft. side to and at the South Berth port side to. The ship's . 
Harburg Seehafen 4 (Esso and heading parallel to the berth. Usually the spring lines are run ou! 
Holborn) 3 21 ft. An ai r may be used when approaching the berth. Py 
Tankerlager Moorburg 1 40 ft. Moorings: All lines are secured on quick release hooks. Averag? 
Stadersand (Lower Elbe) 1 35 ft. range at berth is about 8 ft. 


seehafen IV, Berths 2 and 6: Cautionary Advice — Approaches: 

ships approaching or leaving Harburg IV have to transit the narrow 

u and Fairway. The ship should manoeuvre at reduced speed. 
Konlor helmsman and quick response of the engine are important. 

‘onary Advice — Manifold Connections: Due to the design of the 

ng arins, care must be taken that the ship's lines are tight and the 

-_ not allowed to make any movements alongside the berth during 

ling operations. 

oe abet ete is a lifting bridge crossing the Kohlbrand. This 

will open for every ship which is tide bound. Other ships and all 

nips sailing from Harburg IV have to pass the bridge on scheduled 

‘pening times at all even hours from 0600 hrs. — 2200 hrs. and at 

ae numerous berths at the banks which have to be passed at 


“Tes 4 tugs will normally make fast after the Pilot has boarded. The 
gs should be fast before entering into the Kohibrand. They tow “on 
ing hook.” It is recommended to use tugs lines at no extra charge. 

“ gerthing: Deep-drafted vessels berth at HW only. Caution should be 
ercised when turning from Kohibrand into the Seehafen IV Basin. 
gerth No. 6 is the first T-head jetty on the starborad side when entering 
seehafen IV, and Berth No. 2 is the innermost T-head jetty on the same 
ode. Vessels are always starboard side alongside and port anchor may 
»e used to control vessel's movement in approaching the berths. When 
soe to the berth, the 2 tugs on the starboard side will let go and push 
on the port side. 

” Both berths have wooden breasting dolphins and care should be taken 
» land parallel to the fender face with minimum approach speed. 
tatwykhafen, Shell Terminal: Cautionary Advice — Approaches: All 
sips approaching or leaving Kattwykhafen transit the narrow Kohlbrand 
rapway and have to pass through the Rethe Harbour. Ships should 
soceed with reduced speed. A good helmsman and quick engine 
response are of importance. 

Restrictions: There are numerous berths in the Rethe Harbour which 
rave to be passed at slow speed. 

Tugs: 4 tugs will normally be made fast after Pilot has boarded. The 
ys should be fast before entering into the Kohibrand. The tugs, 
?iorward and 2 aft are made fast ‘on the hook.” It is recommended to 
we tugs lines at no extra cost. 

Berthing: Deep-drafted vessels berth at HW only. Vessels should be 
amost stopped in the water when swinging into Kattwykhafen. Tugs will 
assist in controlling vessel's speed and swing. 

When close to and parallel to the berth, the 2 inside tugs will let go 
and push on the outside until vessel is alongside. Maximum approach 
speed at impact is 10 cm./sec. for a 100,000 d.w.t. vessel landing on 
toth breasting dolphins. 

Moorings: The mooring lines are taken ashore by 2 mooring boats 
and lifted to the dolphins by hand. Only 2 head lines are secured on 
quick-release-hooks. 
van Ommeren, Berth Nos. 1, 2, 3 and 4: Cautionary Advice — 
Approaches: Ships approaching or leaving the Van Ommeren Berths 
have to transit Kohibrand Fairway and have to pass through the Rethe 
Harbour. Ships should proceed at reduced speed. A good helmsman 
and quick engine response are of importance. 

There are numerous berths in the Rethe Harbour which have to be 
passed at slow speeds. 

Tugs: The number of tugs used is according to the Master's request 
ad Pilot's advice. The tugs should be fast before entering into the 
‘ohibrand. The tugs will be made fast “on the hook.” It is recommended 
‘use tugs lines at no extra charge. 

3 tugs are normally used for vessels of less than 20,000 d.w.t., and 
‘lor all other vessel's except VLCCs. 

8erthing: Berth No. 1 is located on the North bank of the Rethe. Ships 
a lowed stern first into the berth. The spring lines will be run out first. 
Maximum draft ships should arrive with HW. Due to the narrow 
rab area at Berth No. 1, the approach speed of the ship should 

minimal. 

8erth No. 2 is located on the North bank of the Rethe. The ships are 
manoeuvred close to the berth, and the spring lines will be run out first. 
ax. draft ships should arrive with HW. 

8erth No. 3 is located on the North bank of the Rethe. Ships up to 
20,000 d.w.t. are berthed for tank cleaning purposes. The draft should 
% confirmed by the Pilots before arrival at the Sea Buoy. The ship 
Tanoeuvres close to the berth, and the spring lines will be run out first. 

draft vessels should arrive with HW. 

perth No. 4 is located on the East side of the Neuhofer Harbour. Ships 
2 Up to 100,000 d.w.t. may berth with part cargo or for tank cleaning. 
“ns arriving for this berth will turn in the Rethe heading to the South 
and will then be towed stern first into the berth. Spring lines will be run 
“tfirst. Max. draft vessels should arrive with HW. 

FR : Fresh water. 

ae WATER: Available from shore at most berths. Also supplied by 


ge, 
FUEL: 


exi 


REA All grades available from oil berths, or supplied by barge. 

ica IRS: All deck, hull and machinery repairs can be carried out by 
os shipyards at Hamburg. Underwater repairs and cleaning can be 
ORY fe by divers with special equipment. 

“RY DOCKS: Blohm and Voss, Tel: 31109: 4 floating docks with lifting 
“pacities up to 52,000 tons. 1 dock up to 20,000 tons. Graving dock, 
(eanly up to 320,000 d.w.t. 

12000 dns tel. 311001: 2 docks, for vessels up to 5,700 d.w.t. and 


=" are other shipyards providing floating docks with |ifti 

Sunes of up to 5,000 nk as mn 
YORS: Cargo inspectors available, contact Agent. 

k S Register, American Bureau, Bureau Veritas and Salvage 

W ATCHIge are represented. 

hgent EN: Can be hired for all purposes. Normally arranged by 


GERMANY 


OPENING/CLOSING HATCHES: Normally by crew with the assistance 
of stevedores; otherwise, according to charter party. 

CUSTOMS ALLOWANCES: No restrictions in the freeport area on 
board a ship. While not on board the ship in the freeport area or outside 


the freeport during shore leave or temporary leaving the ship up to 
3 days, each Crew member allowed 20 cigarettes, 5 cigars and 50 grams 
tobacco. These quantities change when paying off — up to 200 cigarettes 


or 50 cigars or 250 grams tobacco. 


CONSULS: 
Consuls: 
Tel: Tel: 

Iran 514406-0 Monaco 3 49 60 
Iceland 336696 Morocco 33 04 21 
Ivory Coast 362487 Senegal 31101-200 
Jamaica 20299-0 Tunisia 220 17 56 
Luxemburg 880 40 55 Uruguay 410 65 42 
Malaysia 37 21 72 Western Samoa 28 38 13 
Malta 33 04 21 

Consul Generals: 
Argentina 4101041 Japan 333017-0 
Austria 44 60 04. Korea 410 20 31 
Bangladesh 35 15 75 Liberia 24 95 39 
Belgium 41 70 75 Malawi 35 37 78 
Bolivia 47 64 37. Mali 34 11 50 
Brazil 44 06 51 Mexico 44 87 74 
Chile 45 75 85 Netherlands 32 44 11 
Colombia 45 28 12 Norway 34 34 55 
Congo 228 34 60 71 Panama 34 02 18 
Costa Rica 80 13 95 Paraguay 47 47 41 
Denmark 414005-6 Peru 47 67 45 
Dominican Rep. 47 40 84 _ Philippines 44 29 52 
Ecuador 44 31 35 Portugal 34 34 78 
Egypt 410 10 31. Russia 229 53 01 
El Salvador 22 13 51 Sweden 44 84 53 
France 414106-0 Switzerland 33 79 56 
Ghana 37 22 66 Sierra Leone 34 66 06 
Greece 44 07 72 Spain 44 36 20 
Guatemala 250 54 34 Sri Lanka 36 71 40 
Honduras 280 22 05 South Africa 41 29 61 
India 33 80 36 United Kingdom 41171-0 
Indonesia 51 20 71 U.S.A. 41171-0 
Ireland 44 18 62 13 Venezuala 410 12 41 
Ital 41 40 07-0 Yugoslavia 44 45 04 


REPATRIATION: Crew changes and repatriation can be carried out 
without difficulty. 
AIRPORT: Distance 15 km., served by Lufthansa with flights worldwide. 
TIME: GMT plus 1 hour. GMT plus 2 hours (last weekend in March to 
last weekend in September). 
HOLIDAYS: New Year's Day; Good Friday; Easter Monday; Labour Day 
(May 1st); Ascension Day; Whit Monday; National Day (June 17th); 
Prayer Day; Christmas Day; Boxing Day. No work on New Year's Day, 
Easter Sunday, May 1st, Whit Sunday and Christmas Day. 
POLICE/FIRE/AMBULANCE: Police 110; Fire 112; Ambulance 110; 
Port Medical Service 321021 (or call Hamburg Port Radio on VHF 
Channel 14). 
TELEPHONES: Telephones can be placed onboard at all berths. No 
telephone connections for vessels at dolphins. 
EMERGENCY CO-ORDINATION: Call Police (Tel: 110) or Hamburg 
Port Radio on VHF Channel 14. 
BANKS: Deutsche Bank, Adolphsplatz 7, 20457 Hamburg. Tel: 040- 
37011. Telegraphic Address: Deutbank Hamburg. Telex: 212535. 

Commerz-Bank AG, Ness 7, 20457 Hamburg. Tel: 040-361311. 
Telegraphic Address: Commerzbank Hamburg. Telex: 212391. 

Dresdner Bank AG, Jungfernstieg 22, 20354 Hamburg. Tel: 040-3581. 
Telegraphic Address: Dreba Hamburg. Telex: 212098. 

And others. 
STORING: See “Prelims”. 

1. Vessels can be stored by barge or truck. 

2. Vessels can store from barge during loading or discharging, except 
on tanker berths. 

3. The truck can proceed alongside at the berths. 

4. Fork lift trucks can be used for handling stores. 

5. No Customs regulations in the Freeport area, outside the Freeport 
arranged by Agent. 

6. Local riggers can be employed, arranged by Agent or ship chandler. 
SHORE LEAVE: No restriction. 
IDENTIFICATION CARDS: Shore passes are only issued for crew 
members and passengers of those nationalities that normally require a 
Visa to enter the Federal Republic of Germany. No shore passes are 
issued for crew members and passengers who do not require a Visa to 
enter the Federal Republic of Germany, Seaman's Book or Passport is 
sufficient. 

Shore passes issued to passengers are chargeable. 
GARBAGE DISPOSAL: Service is available from various local suppliers 
listed below using garbage launches, only during normal working hours. 
Johannis M. Pahl, Hermann Blohm Str. 26, 20457 Hamburg, 
Tel: 312046. 
Heinrich C.Voller, Kugelfang 24, 22297 Hamburg, Tel: 5110249. 
Carl Robert Eckelmann, Griesenwerder Damm 6, 2103 Hamburg 95, 
Tel: 74050. 
Karl H.Meyrose, Poggenmuhle 4, 20457 Hamburg, Tel: 327136. 
WASTE OIL DISPOSAL: Service is available from local facilities listed 


below. 
Facility Address Restrictions 
Shore Bominflot KG, Tanklager Petroleumhafen, LOA max. 

Tel: 740007-0, Fax: 35093116. 200m. 
Shore Hamburger Olverwertungsges. mbH & BRT max. 

Co., Kattvykstr. 20, 21107 Hamburg, 3000T. 

Tel: 757704/757734, Fax: 7531101. 
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Facility Address Restrictions 

Shore Van Ommeren Tank Terminal, Ballast and tank 
Rethedamn 15, 21107 Hamburg, washings. 
Tel: 751960, Fax: 75196208. 

Mobile Bominflot KG, Grope Bleichen 30, 20354 Barges. 
Hamburg, Tel: 350930, Fax: 35093-116. 

Mobile Cleanship Buss GmbH, Cremon 32, Tanker trucks 
20457 Hamburg, Tel: 31980. and barges. 

Mobile B.Dettmer Reederei GmbH, Barges. 
Lippelstrasse 1, 20097 Hamburg, 
Tel: 338007, Fax: 330787. 

Mobile Carl Robert Eckelmann, Griesenwerder _— Barges. 
Damm 6, 21129 Hamburg, 
Tel: 74052830, Fax: 7402591. 

Mobile Fuchslocher & Co., Muggenburger Trucks. 
Strasse 20-24, 20539 Hamburg, 
Tel: 783314/5. 

Mobile Gareg, Riechert & Sohn, Offakamp 23, Tanker trucks. 
22529 Hamburg, Tel: 5531006/5532053. 

Mobile Hoyer Hamburg, Vendenstrasse 414-424, Tanker trucks. 
2000 Hamburg 26, Tel: 21180. 

Mobile Nautic-Schiffahrtsgeselischaft mbH, Barges. 
Heinstattenstrasse 5, 2874 Lenwerder, 
Tel: 04161-62655, 0421-67405. 

Mobile Johannis M.Pahl, Hermann Blohm Tanker trucks 


Str. 26, 20457 Hamburg, Tel: 312046/8. and barges. 


Mobile Rohr-o-matic, Nordring 6, 208 Tanker trucks. 
Bonningstedt, Tel: 5500000. 
Mobile TEREG, Reinigungs GmbH, Tanker trucks. 


Viesendamn 1, 20354 Hamburg, 
Tel: 2791086. 


Mobile Wolfgang Empting GmbH, Kapitan Only for vessels 
Alexander Strasse 48, 2190 Cuxhaven, using Cuxhaven. 
Tel: 0471-25076. 

Shore DUPEG Tank Terminal, Tankveg 4, For disposal of 


21129 Hamburg, Tel: 7401654, chemicals. 
Fax: 7401703. 
SEAMAN’S CLUBS: Seemanns Club Duckdalben, Zellmannstr. 16, 
20459 Hamburg, Tel: 7401661. 
Seemannsheim, Krayenkamp 5, 20459 Hamburg. 
Stella Maris, Reimarisstr. 12, 20459 Hamburg. 
CURRENCY: Deutschemark(DM). U.S.$ 1.00=DM 1.70 (15.2.94). 


SHIPMASTER’S REPORT: 1978. 

Vessel called at Hamburg to load a full load of steel beams for Iran 
under Time Charter. Originally charterers had asked me to calculate the 
full load with maximum S.W. draft of 38 ft. 00.875 in. with 10.5 in. F.W.A. 
and the weight came to more than 39,000 long tons. But later when we 
arrived at Hamburg, while checking with Port Authorities it was learnt 
that though vessels are allowed to come in with 42 ft. — 43 ft. drafts fresh 
water, no vessels excepting, at times fast container vessels are allowed 
draft more than 36 ft. fresh water. This is generally not known to many 
operators even in Hamburg. 


AUTHORITY: Freie und Hansestadt Hamburg, Amt fur Hafen, Schiffahrt 
und Verkehr Hafendirektion — Oberhafenamt — Baumwall 7, 20459 
Hamburg, Germany. Tel: 3504-1327/1328 (office hours), and 740 3151 
(day and night). Telex: 213606 OHHH D and 02174999 OHHH D. 
Cables: Mercurbehoerde Hamburg. FAX: (040) 3504-1859. 
Contact: Captain J. Pollmann, Harbour Master. 

AGENT: K.G.Fisser & V. Doornum GmbH & Co., Feldbrunnenstrasse 
43, D-20148 Hamburg, Germany. Tel: (40) 44186-0. Telex: 213747. 
Cables: Fissership. Fax: (40) 4108059. 


HOLTENAU, Kiel Canal: 54.22 N. 10.09 E. 


For entrance from Baltic, refer to “Kiel”. 

For entrance from Elbe, refer to “Brunsbuttel’”’. 

LOCATION: Holtenau is a part of the town of Kiel, it is located on the 
Northern side of the entrance to the Kiel Canal. 

BERTHING: The outer harbour of Kiel-Holtenau (Lat. 54° 22.2’ N. Long. 
10° 09.2’ E.) in the N.E. part of the old lock fore port, with water depths 
of 3.5 to 4.5m. and 280 m. long quay location serves vessels up to 
3.5 m. draft, 85 m. long and 13 m. beam as a berthing point. At the quay 
not more than 3 ships with a total beam of 28 m. can lie next to each 
other. To the West of this, is a 125 m. long berthing pier, known as 
Kumobrucke, with 4.5 m. draft alongside for vessels up to 3 m. draft, 
40 m. long and 8.5 m. beam. No more than 2 vessels may lie alongside 
each other. 

Between this pier and the shore is a yacht harbour for pleasure craft. 

The inner harbour, to the East of the Holtenau Road-bridge, can only 
be reached through the lock of the Kiel Canal. From the berths in the 
inner harbour, vessels may not enter the locks without a Pilot if they are 
obliged to take on a Pilot for the Kiel Canal. 

The Gasworks quay, just to the West of the New Locks, has a length 
of approx. 210 m. and a nominal depth of 10.4 m. The quay has cranes 
with a lifting capacity up to 8.5 tons. Vessels up to 160 m. in length and 
up to 9.7 m. draft can tie up at the Gasworks quay (when coming from 
the Baltic, because of permitted draft in Kiel Canal, draft must not exceed 
a m.). To the West of it, is a landing place for Wik-Holtenau passenger 
‘erries. 

To the East of the Holtenau Road-bridge is an approx. 536 m. long 
quay belonging to Zerssen and Co. This location is used mainly for fitting 
out and bunkering of vessels. On the North side of the inner harbour 
ships with dimensions permissible for the Kiel Canal can tie up at the 
dolphins but only with special permission of the Kiel Canal Authority. 


732 


(See Plan) 


SERVICES: In Holtenau are a Service Station of the 
Hydrographic Institute, a pilot station, a border police station, a 
police station, Customs control, Port Doctor, Sailors’ Centra| Cone 
Sailors’ engagement office, and a sailors’ hostel. 

An office for marine charts and nautical publications is locateg ay 
lock; good facilities exist for the quick supply of ships’ equipment, Vicks 
and fuels. Repairs to machinery installations, radar and 
apparatus, supply of spare parts, and also the exchange of Crews 
be arranged without long voyage delay virtually whilst a vessel is pass, 
ban the canal. Shipbrokers’ services are available. 
IDENTIFICATION CARDS: Shore passes are only issued for oy 
members and passengers of those nationalities that normally r 
Visa to enter the Federal Republic of Germany. No shore Passes » 
issued for crew members and passengers who do not require a Vise 
enter the Federal Republic of Germany, Seaman's Book or Passpor, 
sufficient. 

Shore passes issued to passengers are chargeable. 
AUTHORITY: Wasser-und Schiffahrtsamt Kiel- 
Schleuseninsel 2, P.O.Box 8068, 2300 Kiel 17. Tel: (0431) 3 
Telex: 02-92836. FAX: (0431) 385-414. Contact: Port Capt 
Tel: (0431) 385-450. 


ITZEHOE: 53.56 N. 09.33 E. 


DOCUMENTS: 
2 Bonded Stores Lists 
2 Crew Manifests 
2 Crew Lists 
Pla Pilot available. Pilot boards at the entrance to the Rip 
tor. 
RESTRICTIONS: Entering River Stor at HW only. Proceeding to Itze 
during daylight only, or up to Pilot. Departure from Itzehoe about { ty 
prior to HW. 
MAX. SIZE: Length: 80 m. due to bends in river. Beam 12 m. Aird 
18.50 m. due to height of Stor bridges. Draft 3.80 m. — 4.0 m. 
RADIO/VHF: Elbe-Weser Radio on VHF Channel 16. 
RADAR: Radar Chain River Elbe: 
From Elbe Lanby to entrance River Stor: 
Elbe — Ansteuerung-Radar VHF Channel 19 
Neuwerk — 1-Radar VHF Channel 18 
Neuwerk — 2-Radar VHF Channel 5 
Cuxhaven — Radar VHF Channel 21 
Belum — Radar VHF Channel 3 
Brunsbuttel — Radar VHF Channel 4 
Freiburg — 1-Radar VHF Channel 18 
Freiburg — 2-Radar VHF Channel 22 
Also see “General” before first port. 
BERTHING: Total length: 420 m. 

Depth alongside: At HW 4m.; at LW 1.90 m. (tidal range 2.207 

Bottom consists of soft mud. 
CRANES: 23.5 tons lifting capacity and about 13 m. outreach # 
1x65 tons lifting capacity and 12.5 m. outreach are available. 
BULK HANDLING FACILITIES: Grain: 
Loading: By conveyor-belt about 40 — 50 t.p.h. for heavy grain. 
Discharging: By suction with 1 elevator pipe about 35 — 40 t.p.h. heer 
rain. By grab/conveyor-belt 50 — 60 t.p.h. heavy grain. 100 — 120tp' 
ertiliser. 

Grain silos of 35,000 tons capacity. 

STEVEDORES: Cargo service, 2212 Brunsbuttel. Tel: 04852-8701" 
Telex: 28383 HTKB D. 

Ahimann — Transport GmbH, 2370 Rendsburg. Tel: 04331-53) 
Telex: 29447. Cables: Ahitraship. 

MEDICAL: Medical, hospital and dental facilities available. 
DENSITY: Fresh water. 

FRESH WATER: Available. 

FUEL: All grades available by road tanker. 

REPAIRS: Radio, radar, nautical equipment, engine, electrical # 
minor hull repairs possible. 

SURVEYORS: Caleb Brett and SGS available from Hamburg. 

Independent Marine Surveyors available at Brunsbuttel and Ham 
CUSTOMS ALLOWANCES: Customs allow each crew member # 
po ote and 1 bottle of spirits for consumption onboard. 
OPENING/CLOSING HATCHES: Usually by crew. 
REPATRIATION: Possible. 

AIRPORT: Nearest airport at Cece gy 9 

TIME: GMT plus 1 hour. GMT plus 2 hours (last weekend in Mart! 
last weekend in September). 

HOLIDAYS: 1st January, Good Friday, Easter Monday, 1st M 
Ascension Day, Whit Monday, 17th June, Prayers Day, 25® 
December. 

POLICE/AMBULANCE/FIRE: Police Tel: 110. Fire and Ambue® 
Tel: 112. 

SERVICES: Provisions, stores, nautical publications and ow 
available. 

IDENTIFICATION CARDS: Shore passes are only issued of o 
members and passengers of those nationalities that normally reque 
Visa to enter the Federal Republic of Germany. No shore passes ® 
issued for crew members and passengers who do not require 4 Vs! 
enter the Federal Republic of Germany, Seaman's Book or Passi’ 
sufficient. 

Shore passes issued to passengers are chargeable. 
AUTHORITY: Stacthafen Itzehoe, Gasstr. 18, 25509 Itzehoe, Gem 
Tel: 04821-774-409. Telex: 28107 SWIZ D. FAX iol 
Contact: Mr. Besel. 
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KAPPELN: 54.40 N. 09.56 E. 


OTAGE: Pilot station at Kiel Lighthouse. 

Pil ICTIONS: Depth of water between Schleimunde and Kappeln 
45m. to 14m. at normal water level. Distance from Schleimunde 

> Kappeln about 3.5 nautical miles. 

8 e width of the swing bridge is 22.5 m. 

WAX SLE: North Harbour: Max. LOA 90m., max. beam 18 m., 

4.5m. 
per Picpour: Max. LOA 90 m., max. beam 18 m., max. draft 4.5 m. 
BERTHING: North Harbour: There is 1 grain silo available with a storage 
-apacity of 4,500 tons. The loading/discharging rate is 40t.p.h. — 
‘ootp.h. 1 quay for discharging/loading cargo. 
; Harbour: One grain silo available with a storage capacity of 
4.000 tons. Loading/discharging rate 40 t.p.h. — 100 t.p.h. One quay for 
oading/ discharging cargo. ’ ? i : 
CRANES: North Harbour: One hydraulic mobile crane available with 
capacity of 5 tons. ; ‘ : ‘ . 
South Harbour: One hydraulic mobile crane available with capacity of 
srEVEDORES: Working Hours: Monday to Friday 0700 — 1800 hrs. 
Saturday 0700 — 1200 hrs. ; - 
BULK HANDLING FACILITIES: See “Berthing” and “Cranes”. 
FRESH WATER: Available. 
FUEL: Available. > 
REPAIRS: Possible. Contact Alfred Eberhardt, Langestr. 2341 Arnis. 
IDENTIFICATION CARDS: Shore passes are only issued for crew 
members and passengers of those nationalities that normally require a 
visa to enter the Federal Republic of Germany. No shore passes are 
ssued for crew members and passengers who do not require a Visa to 
enter the Federal Republic of Germany, Seaman's Book or Passport is 
sufficient. 

Shore passes issued to passengers are chargeable. 
AUTHORITY: Shipbroker Artur Koch, Dehnthof 21, P.O.Box 1131, 2340 
Kappeln. Tel: (04642) 2354 and 4154. Telex: 22681 Koch D. 
cables: Arturkoch Kappeln. FAX: 04642-3184. Contact: H.A. Koch, 
Harbour Master. 


KIEL: 54.19 N. 10.10 E. 


DOCUMENTS: 

Stores List. 

Bills of Lading. 

Manifest. 

Crew List. 

Health Declaration. 

Derat Certificate. 

i loading/unloading cargo, following also required: 

Ship's Stores List. 

Crew Possessions List. 

Cargo Manifest. 

Bills of Lading. 

Customs Declaration. 
sac hid will advise Master on board regarding these Clearance 

ments. 
PILOTAGE: For Kieler Forde, vessels over 1,000 g.r.t. and oil, gas and 
chemical tankers must take a Pilot. 

Vessels proceeding in the approach area or through the Kiel Canal 
ae obliged to take on a Pilot. 

Vessels and push-type trains, as well as tug trains, having the greatest 
dossible max. draft of 3.1 m. and belonging to traffic group 1 are 
&xempted from the obligatory pilot service. Vessels with a breadth in 
&xoess of 15 m. or with a gross tonnage of over 2,500 tons (maximum 
‘onnage) must take on recognised helmsmen (canal helmsmen) for the 
canal passage. Pilot station, tel. 362858. ETA required in advance. Pilot 
oat can be found near Kiel Lighthouse and also off the entrance to Kiel 

nal. Pilot boats are white with red superstructure with “Lotse” painted 
snboth sides. Signal for Pilot is flag “G” over numeral pennant 1. Pilots 
or Kiel Harbour also available and recommended if port is not familiar. 
tome Shipmaster’s Report”. 

Neen PILOTAGE: See “Baltic Deep-Sea Pilotage”. 
R HORAGE: Safe anchorages at Holtenau-Reede and at Heikendort- 
tern for vessels up to 9.7 m. draft. 
a RICTIONS: Non gas-free tankers must give advance notice of 
al and will require chemist's certificate before entering harbour area. 
Shi limit 10 knots South of line Bulk/Ehrenmal Laboe. Also see 
4 ipmaster’s Report”. 
Ponte : If suspected infectious disease on board, inform harbour 
Orities by radio in advance. 
wee: Kiel Radio, call sign DAO. Tel. 39491. 
Kiel Port radio on continuous watch during office hours on Channel 
Ties ning on Channel 11. 
by Kiel Hrequired tugs normally join vessel just off berth. Can be ordered 
VEDIC. adio or through Agents. 
o a Doctors, hospitals, ambulances available. Advance notice 
fom 's recommended if medical assistance required. Vessels coming 
need Pgh al Ports need Derat Certificate. Vessels from other ports 

For ren oe al ely ng 
\ of poisoning needing special and urgent treatment 
“ephone 597 4268, Medical Univeresy Clinic, Schitienhelnstrasse. 


(See Plan) 
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MAX. SIZE: For Nordhafen and ships passing Canal, 235 m. length, 
32.5 m. beam and 40 m. above the water level. For vessels up to 160 m. 
in length, the max. permitted draft is 9.5 m. In the case of vessels with 
length in excess of 160 m. and over 20 m. breadth, the max. permissible 
draft are shown in the following table (draft data in dm.). 
Vessel 
Length 
(m.) 


Vessel's Breadth (m.) 
20 21 22 23 24 25 26 27 28 29 30 31 32 32.5 


Max. permissible draft (dm) 

160 95 95 95 95 95 95 95 95 94 93 92 91 89 89 
163 95 95 95 95 95 95 95 94 93 92 91 90 89 88 
166 95 95 95 95 95 95 95 94 93 92 91 90 89 88 
169 95 95 95 95 95 95 94 93 92 90 89 88 87 86 
172 95 95 95 95 95 94 93 92 91 90 88 87 86 85 
175 95 95 95 95 95 94 93 91 90 89 88 86 85 84 
178 95 95 95 95 94 93 92 90 89 88 87 85 84 83 
181 95 95 95 94 93 92 91 99 88 87 86 85 83 83 
184 95 95 95 93 92 91 90 89 87 86 85 84 83 82 
187 95 95 94 93 91 90 89 88 86 85 84 83 82 81 
1990 95 94 93 92 91 89 88 87 86 84 83 82 81 80 
193 95 93 92 91 90 89 87 86 85 84 83 81 80 79 
196 94 93 91 90 89 88 86 85 84 83 82 80 79 78 
199 93 91 90 89 88 87 85 84 83 82 81 79 78 78 
202 92 91 90 89 87 86 85 84 82 81 80 79 77 77 
205 91 90 89 88 86 85 
208 90 89 88 87 85 84 
210 90 89 87 86 85 84 83 81 80 79 77 76 75 74 
214 89 88 86 85 84 83 
217 + 88 87 85 84 83 82 

81 


Depth at harbour quays: Binnenhafen 10 m.; Scheerhafen, 10.00 m. 


BERTHING: No particular restrictions except for vessels in distress, or 
carrying explosives or tankers not gas-free. In these cases special 
permission of Harbour Authorities required for berthing. 

Commercial Harbour: 

Depth of water up to 11.0 m.; quay lengths 4,080 m.; open storage areas 
of 176,950 sq.m.; covered shed space of 54,530 sq.m.; silos of 270,000 
tons overall capacity; fuel depots; 16 cranes up to 45 tons lifting capacity; 
siding tracks; 12 Ro/Ro piers. 

Binnenhafen Ports: 

Oslo-Kai: The terminal is for the exclusive use of passenger and car 
ferries. Depth of water 7.5 m. Quay length 550 m. Ro/Ro Piers No. 3-6. 
Sartorikai: Depth of water 7.0 m.; quay length 200 m.; open storage 
areas of 1,000 sq.m.; covered shed space of 15,000 sq.m.; silo 16,000 
tons; 2 cranes of up to 10 tons lifting capacity. 

Schweden-Kai: The terminal is for exclusive use of passenger and car 
ferries. Depth of water 10.0 m.; quay length 180 m.; Ro/Ro Pier No. 7. 
Bollhornkai Nord: Depth of water 10.0 m.; quay length 270 m.; 2 cranes 
of up to 24 tons lifting capacity; Ro/Ro Piers No. 8 and 9. 

Bollhornkai Sud: Depth of water 10.0 m.; quay length 300 m.; open 
storage areas of 7,750 sq.m.; mobile crane of up to 45 tons lifting 
capacity; Ro/Ro Pier No. 10 

Bahnhofskai: Depth of water 6.0 m.; quay length 400 m.; open storage 
areas of 1,000 sq.m. 

Scheerhafen: Depth of water 10.0 m.; quay length 300 m.; open storage 
areas of 8,000 sq.m.; covered shed space of 1,000 sq.m.; private fuel 
depots of 36,000 cu.m; private tanker discharging bridge and facilities 
for receiving dirty ballast; 2 cranes of 10 tons lifting capacity. 
Nordhafen: Situated in the Kiel Canal. Depth of water 11.0 m.; max. 
draft 9.5 m.; quay length 1,030 m.; open storage areas of 15,550 sq.m.; 
covered shed space of 28,530 sq.m.; 77,000 ton silo with elevator of 
200 t.p.h. loading/unloading performance; oil seed mill 6 cranes of 
25 tons lifting capacity; 1 mobile crane of 40 tons capacity; Ro/Ro Pier 
No. 1. 

Ostuferhafen: Depth of water up to 10.0 m.; quay length 850 m.; open 
storage areas of 150,000 sq.m.; covered shed space of 20,000 sq.m.; 
177,000 ton silos; 2 cranes 40/45 tons lifting capacity; Ro/Ro Piers 
No. 11 and 12. 


TANKERS: Unloading/Loading/Bunkering berths operated by private 
companies; slop discharge facilities available. 


DENSITY: 1013 - 1015. 
FRESH WATER: Available at all quays and in Holtenau Locks. Cost: 


Up to 100 tons = DM 6.70 per ton; more than 100 tons = DM 4.00 per 
ton. 


FUEL: All grades available. Preferable to order in advance through 
Agents. 


FIRE PRECAUTIONS: Tankers should be prepared to leave port at any 
time. To be berthed with bow heading seaward. A valid Gas-free 
Certificate given by chemist in Kiel district is required before entering 
harbour area. 


CONSULS: 
Austria tel. 552505 Norway tel. 5921050 
Belgium tel. 95152 Paraguay tel. 83198 
Chile tel. 337879 Sweden tel. 3017/221 
Denmark tel. 970102 U.K. tel. 331971 
Finland tel. 9810 


REPAIRS: All types of repairs possible. 
DRY DOCKS: Floating Dock. No. 2, 22,500 tons. 

Dry Docks: No. 5, 794 ft. long, 95 ft. wide; No. 6, 661 ft. long, 95 ft. 
wide; No. 7, 1,018 ft. long, 164 ft. wide; No. 8, 951 ft. long, 144 ft. wide. 
No. 8A, 1,395 ft. long, 292 ft. wide. 
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SURVEYORS: Germanischer Lloyd, Sophienblatt 1, D-2300 Kiel 1, 
Germany. Tel: 0431-675066. Fax: 0431-675067. 

Lloyd's Register of Shipping, Wikengerstrasse 11, Kiel 14. Tel: 0431- 
74050. Fax: 0431-734715. 

Berufsgenossenschaft, Preusserstrasse 1, Kiel 1. Tel: 0431-561023. 
GANGWAY/DECK WATCHMEN: Not required. 
OPENING/CLOSING HATCHES: Normally by ship’s crew. Can be 
arranged by stevedores if required. 
CUSTOMS ALLOWANCES: 200 cigarettes (250 grams tobacco), 
1 bottle of spirits and 1 bottle of wine. 
REPATRIATION: No restrictions. Can also be arranged in the locks of 
Kiel Canal by local Agents. Valid passports required. 

Bus and coach station: At Kiel, near Bollhornkai. Coaches to Hamburg 
Airport and other destinations. 

Railway Station: Near bus and coach station. Trains to Hamburg, 
Lubeck, Berlin, Bremen, Hannover and other destinations. 
AIRPORT: At Kiel, local flights to Berlin, Cologne and Frankfurt. Nearest 
international airport at Hamburg, about 90 km. away. 
TIME: GMT plus 1 hour. GMT plus 2 hours (last weekend in March to 
last weekend in September). 
HOLIDAYS: New Year's Day, Good Friday, Easter (2 days), Ascension 
Day, Whitsun (2 days), Atonement Day, May 1st, October 3rd, Christmas 
(2 days). Work can be arranged on above holidays. 
POLICE/FIRE/AMBULANCE: Police, Tel: 110; Harbour Police 579320; 
Ambulance 112, alternative 19222; Fire, Tel: 112. 
TELEPHONES: Installed at ferry terminals and available on board ships. 
Public phones near quays. 
SERVICES: All services available. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Shore passes are only issued for crew 
members and passengers of those nationalities that normally require a 
Visa to enter the Federal Republic of Germany. No shore passes are 
issued for crew members and passengers who do not require a Visa to 
enter the Federal Republic of Germany, Seaman's Book or Passport is 
sufficient. 

Shore earn issued to passengers are chargeable. 
GARBAGE DISPOSAL: Garbage service provided alongside. It is 
ordered from Hafen und Verkehr. Tel: 0431-9012029. 

Charges: 1.1 cu.m. container DM 118.45/provision. 5 cu.m. container 
DM 364.55/provision. Collection is arranged when necessary. 
WASTE OIL DISPOSAL: 
1. H.Stallzus GmbH, Kiel. Tel: 0431-30901. Fax: 0431-338161. Location 
Scheerhafen, Tankerloschbrucke. Barges and tanker trucks. 
2. E.Nohren GmbH, Kiel. Tel: 0431-321032. Fax: 0431-321051. Tanker 
trucks with maximum capacity 200 cu.m. 
3. Arge Schiffsentsortung. Tel: 0431-782030. Fax: 0431-787702. 
Barges and tanker trucks, maximum capacity 400 cu.m. 
SEAMAN’S CLUBS: Seaman's Home and Mission: Kanalstr. 64, 
D-2300 Kiel 17. Tel: 361206. International telephone connections in 
every room, church services, books and games available. 
CURRENCY: 1 DM (Deutsche Mark) = U.S.$ 0.57. 

U.S.$ 1.00 = DM 1.75. (10.2.94). 
IDENTIFICATION CARDS: Not required. 
GENERAL: Garbage/Sewage Removal: Container for discharging of 
garbage must be taken. Barges for discharging of sewage/slops and 
bilge water are available. 


SHIPMASTER’S REPORT: 1980. 
“KIEL PILOTS” can be contacted on VHF Channel 16 and Channel 14, 
2 hours before arriving at Kiel Lighthouse, for a Pilot for Kiel Harbour. 
For vessels intending to transit the canal, send a message at least 
3 hours in advance to “FORDE LOTSE — KIEL” by radio giving ETA, 
draft, g.r.t. and destination. Any request to arrange a Pilot at the other 
end of the canal may also be included in the message. 
The maximum air draft allowed in the canal is 40 m. (from water line 
to highest point of the ship). 


AUTHORITY: Hafen und Seemannsamt der Landeshauptstadt Kiel, 
Bollhornkai I, P.O. Box 2367, 24103 Kiel, Germany. Te/: 0431-901 1073. 
FAX: 0431-94477. Contact: Captain J. Morgenroth, Harbour Master 
(radio telephone 01611403705). 

Wasser-und Schiffahrtsamt Kiel-Holtenau, P.O.Box 8068, 24103 Kiel. 
Tel: 0431-36030. Telex: 02-92836. FAX: 0431-3603454. 


KIEL CANAL: 


For entrance from Baltic, refer to ‘Kiel’. 

For entrance from Elbe, refer to “Brunsbuttel’’. 

DEEP SEA PILOTAGE: Baltic Pilots Kiel (“Uberseelotsen Ostsee Kiel- 
Holtenau e.V.") is the address for ships entering the Baltic Sea via Kiel- 
Canal or from ports of the Federal Republic of Germany which require 
a Deep Sea Pilot for the Baltic Sea 

The Baltic Pilots Kiel have 48 members. All members carry the “Red 
Licence” of BPAC which is the only licence acknowledged by all Baltic 
Governments. 

Baltic Pilots Kiel: Tel: 0431-36 28 58 (24 hours a day). 0431-3 68 68 
(office hours). Cables: Balticpilots Kiel. Telex: 299 857 bwki d. Postal 
Address: Uberseelotsen Ostee e.V. Schleuseninsel 6 D-2300 Kiel 17. 

Also see “General — Deep-Sea Pilotage” before first port and “Baltic 
Deep-Sea Pilotage”. 

RADIO: Advise ETA at Elbe Lanby (or Kiel Lighthouse). Confirm ETA 
12 hours before arrival at Pilot Station. 

VHF: Approaching from the Baltic Sea, Kiel Radio listens on Channel 
16 VHF and will notify the Kiel Pilot. 
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IDENTIFICATION CARDS: Shore passes are only issued fo, 
members and passengers of those nationalities that normally r 
Visa to enter the Federal Republic of Germany. No shore p, 
issued for crew members and peeerrars who do not require a Vise, 
enter the Federal Republic of Germany, Seaman's Book or Passpo., 
sufficient. ’ 

Shore Haagen issued to passengers are chargeable. 

GARBAGE DISPOSAL: Not available in the locks of Kiel Cana). 

WASTE OIL DISPOSAL: Not available in the locks of Kiel Cana) 

SEAMAN’S CLUBS: Seamans Mission, Kanalstrasse 64, 2300 Kie| j, 

0431/361206 or 331492. Accommodation available. 

CURRENCY: Deutsche Mark (DM). U.S.$ 1.00 = DM 1.75 (152% 

GENERAL: 

Additional information required prior to Kiel Canal transit: As a 
of security regulations which became effective in 1978, the fo} 
regulations issued by the competent Authorities must be complied 
when transiting the Kiel Canal. 

Vessels which are potentially dangerous, which include Pushing a 
towing units, carrying material listed in the special material list in py 
(See “Wilhelmshaven”), or after discharging mineral oil or petrojg. 
products with a flash point below 35°C and still not gas free or in: 
including Reactor vessels, must report as follows: 

1. Coming from the North Sea or from a port within the River Elbe Dig 

or when transiting the Kiel Canal. 

24 hours before entering the River Elbe, in writing, at the latest as 
clearing the last port: 

to the Wasser-und Schiffahrtsamt Cuxhaven, 
Am Alten Hafen 2, 24472 Cuxhaven. Telex: 292836. 

With the following information: 

1. Name and Call Sign of vessel. Estimated arrival time at 
reporting position (day, date, local time). 

. Nationality of vessel. 

. Overall length and draft of vessel. 

. Port of departure and destination port. 

. Details and quantity of cargo with particulars of the sta 
dangerous cargo according to the special material list. 

. If chemicals are carried, a declaration that the vessel js; 
possession of a certificate as required by the IMO codes 
Chemical Tankers as “New Ship”. 

7. A declaration of any known defect in the vessel or its cargo 
8. Name of the Owners of the vessel. 

2. Coming from the Baltic Sea and transiting the Kiel Canal as wels 

the River Elbe 

24 hours before entering Kiel Bay, in writing, at the latest after cleany 
the last port: 

To the Wasser-und Schiffahrtsamt Kiel-Holtenau, 
Schleuseninsel 2, 24159 Kiel. Telex 292836. 

giving the same information as required in 1. (above) for vessels enten 

the River Elbe. 

3. Coming from a port within the Kiel Canal Range 

Reports as per 1 and 2 have to be given. 

To conform with the pilotage regulations for Kiel Bay and the Rie 
Elbe, the above mentioned vessels which are potentially dangerous # 
obliged to engage the services of a Pilot. 

Further instructions are in force for above mentioned vessels we 
navigating within the River Elbe and Kiel Bay, as well as when transi 
the Kiel Canal, or passing certain points. Pilots will advise the Masi 
of vessels of the relevant regulations and assist. 

The Port Authorities at Cuxhaven and Kiel will inform each other abw 
arrival of vessels with dangerous cargoes. 

Potentially dangerous sea-going vessels of up to 300 g.r.t. show 
contact the relative Port Authority. 

AUTHORITY: Wasser-und Schiffahrtsamt Kiel-Holtenau, (P.0.8 

8068, 24154 Kiel) Schleuseninsel 2, 24159 Kiel, Germany. Tel: (04 

3603-0. Telex: 02-292836. FAX: (0431) 3603-454. Contact: H. Meine 

Port Captain, Tel: (0431) 3603-450. 
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LUBECK (including Travemunde): 53.52 N. 10.40 E. 
(See Plat 


DOCUMENTS: 

2 Crew Lists. 

1 General Declaration for Arrival and Departure. 

1 Health Declaration. 

2 Cargo Manifests. 

2 Stores Lists. 

1 Ship's Particulars form. 

Crew Manifest. 

Bills of Lading. 

Customs Declaration. 

Derat Certificate. 
PILOTAGE: Compulsory for vessels over 300 ory Pilot station situa 
at Travemunde, near foot of Nordermole. Pilots board vesses 
anchorage area. International signals used by Pilots and by 
eek a Pilot. Contact by VHF Channel 13 and 20. 
RESTRICTIONS: Channel from Lubeck “A” buoy to Stadthafen s* 
lit and navigable by vessels fitted with radar in all weathers. 

Depths: from “A” buoy to Travemunde (Nordermole) 10.5 m.; 
Nordermole to Siechenbucht, 10 m.; channel to NWK power 
9.5m.; channel to Stadthafen 9.5 m. The river Trave narrows 
130 m. at seaward end to 80 m. at Stadthafen. , 
MAX. SIZE: Dependent on berth depth and approaches. Vessels 
15,000 d.w.t. can reach Stadthafen. Also see “Restrictions”. 
HEALTH: Radio Pratique possible. Pilot will ask Master to compe 
Health Declaration. 


. Lubeck Radio, VHF Channel 27. Harbour Radio service used 
pints, tugs, and other vessels. 
oye. at Stadthafen vessels over 2,000 g.r.t. require 1 tug and vessels 
wet 3,000 grt. require 2 tugs. 


ai Passenger ferry harbour. North side river Berths | and II, 

Lars: depth; Kaiserbrucke, 100m. length, 8.0m. depth; 

5 nkai, 190m. length, 7.0m. depth; Priwall (South side), 

Pp jength, 5m. depth. 8 berths for Roll-on/Roll-off and passenger 
ach 140 m. — 220 m. length, 7m. — 9.5 m. depth. 


ay oh with railway connection, (Berths No. 6 and 7). 
ngustrienafen: Depth alongside 7.8 m. — 9.5 m. 


stadthafen: 27 km. from sea. Total length of quays 7.6 km. The harbour 
m. - 9.5m. 

ibe pee Canal: Navigable by barges up to 1,200 tons. 
CRANES: 1200 ton floating crane, 1x40 ton, 1x25 ton, 1x12 ton, 
also 3 ton cranes. ‘ 
BRIDGE: Herrenbrucke is 56m. wide and 22 m. above water level. 
Can be opened for vessels requiring higher clearance. 
MEDICAL: All facilities available. Hospital near docks at Travemunde, 
and at Lubeck (Medical University). 
TANKERS: No facilities. ; 
FRESH WATER: Available by barge at any location. 
FUEL: Fuel available at berth at Scandinavia Kai in Travemunde and 

barge from Hamburg. 
CONSULS: Austria, Finland, Iceland, Norway and Sweden. ; 
REPAIRS: Several shipyards available for deck and engine repairs. 
DRY DOCKS: Floating docks for vessels up to 13,500 tons (45,000 
jones d.w.t.). 
SURVEYORS: Addresses of inspectors and classification society 
representatives can be obtained from the Chamber of Commerce and 
industry at Breite Strasse 6 — 8, Lubeck. 

Germanischer Lloyd, Schwartauer Allee 84a. 
OPENING/CLOSING HATCHES: By crew. 
REPATRIATION: All facilities available. 
AIRPORT: Hamburg, 1 hour by bus or train. 
TIME: GMT plus 1 hour. GMT plus 2 hours (last weekend in March to 
last weekend in September). 
HOLIDAYS: 1st January, Good Friday, Easter Sunday, Easter Monday, 
ist May, Ascension Day, Whit Sunday, Whit Monday, 3rd October, 
Atonement Day, Christmas Day, Boxing Day. 
POLICE: Lubeck River Police, tel. 3 34 40; Travemunde River Police, 
tel. 74141. 
BANKS: Lubeck: Commerzbank, Breite Strasse 52/54. Dresdner Bank, 
Breite Strasse 83/87. Deutsche Bank, Kohimarkt 7 — 15. 

lubeck-Travemunde: Commerzbank, Vorderreihe 50. Deutsche 
Bank, Vorderreihe 35. Deutsche Bank, Vorderreihe 62. 
STORING: See “Prelims”. 

1. Vessels can be provisioned by lighters and lorries at all berths. 

2. No limitation of time for provisioning. 

3. Lorries can go right alongside vessels, provided the loading and 
unloading operations permit. 

4. At virtually all berths (with exception of the Wood Pier at Lubeck- 
Travemunde) fork lifts can be used. 

5. Customs procedure as in all German ports. 

6. There is always the possibility of obtaining riggers. 
TELEPHONES: Ship telephone connections at Ro/Ro berths. 
IDENTIFICATION CARDS: Shore passes are only issued for crew 
members and passengers of those nationalities that normally require a 
Visa to enter the Federal Republic of Germany. No shore passes are 
sued for crew members and passengers who do not require a Visa to 
pa Federal Republic of Germany, Seaman's Book or Passport is 
sufficient. 

Shore passes issued to passengers are chargeable. 
GARBAGE DISPOSAL: Service available. Containers of 1.1 cu.m. and 
‘4cu.m. capacity placed on board and alongside. Garbage collection 
Fridays 0700 — 1500 hrs. Tel: 0451-12-27040 for details. 
WASTE OIL DISPOSAL: Service available by tanker trucks or barge. 
Te 0451-401011 or 0451-2112 for details. 
oot ed CLUBS: Deutsche Seemannsmission, Tel: 72991 for 

ils. 

CURRENCY: Deutsche Mark (DM). 
SHORE LEAVE: Allowed. 
AUTHORITY: Hafenkapitan, (Port Captain), Wielandstrasse 14, 23558 
lubeck, Germany. Tel: 0451-12-28600. FAX: 0451-12-28690. 


NORDENHAM: 53.29 N. 08.29 E. (See also Bremen and 
femerhaven) (See Plan) 


DOCUMENTS: 

@'90 Papers and Ship's Certificates. 

! Stores List. 

3 Crew Lists. 

Personal Manifests. 
DEER Certificate. 

SEA PILOTAGE: See “General” before first German port and 

PILOTAG -Sea Pilotage”’. 


E: Pilot i i i 
of Bremerhaven boards off the Weser Lanby. Docking Pilot will board 


—— 


GERMANY 


ANCHORAGE: Sea anchorage off Weser Lanby or the Hoheweg Light 
for all types of vessels. River anchorage off Blexen, 1 mile above 
Bremerhaven for vessels up to 120 m. LOA. 
RESTRICTIONS: No restriction except vessels with a length exceeding 
260 m. and a draft of 38 ft. Vessels with a draft exceeding 30 ft. will be 
controlled by tidal conditions. Controlling depth in channel 11 m. MLW. 
In the port 9 m. to 12 m. at MLW (Midgard Pier). 
MAX. SIZE: (The max. drafts are estimated). 
Midgard Pier: (a) Bulk cargo berth, total length 1,068 m. Max. LOA 
270 m. max. draft 42 ft. 08 in. (FW), to be increased to 44 ft. in 2nd half 
of 1994. 

(b) Oil Berth No. 1 (combined with Southern part of ‘a’), max. length 
850 ft., beam 120 ft., draft 42 ft. 08 in. 

(c) Oil Berth No. 2, max. draft 42 ft. 08 in. (FW). 

(d) Granary, quay length 188 m., draft 38 ft. — 40 ft. (FW) weather 
permitting. 

ny ye Terminal (Blexen): Max. length 820 ft. (250 m.) up to a draft 
of 38 ft. 06 in. (FW). 

Guanowerk, max. length 550 ft., max. draft 30 ft. (FW) (approx.). 

Metaleurop, max. length 550 ft., draft 27 ft. 

Also see “Tankers”. 
feweert be Pratique granted immediately on arrival in port by Health 

icial. 
RADIO: Norddeich Radio (DAN) or Elbe-Weser Radio (VHF Channel 


16). 

RADAR: No port radar available. Radar for entrance see 
“Bremerhaven”. 

TUGS: Ample available from Bremerhaven. Tug's lines used. 
BERTHING: The following industrial works and companies within the 
port area of Nordenham possess a berth each for sea-going vessels 
which serve only their private supplies and requirements. These berths 
are situated North of Midgard Pier. 

1. Norddeutsche Seekabelwerke Aktiengeselischaft, (production of 

cables). 

2. Felten & Guilleaume Schatanlagen GmbH (production of electric 

appliances, motors, etc.). 

3. Metaleurop. Length of quay 230 m., depth of water 32 ft. 10 in. 

(approx.) 2 cranes of 10 and 5 tons. Capacity 200t.p.h. and 
90 t.p.h. respectively. Storage capacity, 50,000 tons (coal or ore). 
10,000 tons (metal blocks), 5,000 cu.m. (sulphuric acid). 
4. Erdolwerke Frisia Aktiengeselischaft (tanks for the storage of 
mineral oils). 
. DASA-Deutsche Aerospace (production of airplanes). 
. Weser Tanklager Gesellschaft GmbH (storage of mineral oils, 
bunker oil station of BP). 
Connections: Gas oil 28 in., fuel 1x8 in. 
7. Titangesellschaft GmbH (production of titandioxide). 
SPECIAL CARGO HANDLING FACILITIES: 
Midgard Pier: 

No. 1. Bulk cargo berth for discharging and loading. Length of quay 
710 m. Depth 12 m. Four bridges with a lifting capacity up to 
22 tons. Max. outreach 27 m. One jib crane up to 65 tons 
capacity, max. outreach 46 m. Capacity: 30,000 tons ore per 
24 hours. 25,000 tons of coal per 24 hours. Connections for 
mineral oil and molasses. 

Oil berth. Length of quay 170 m. Depth 9.5 m. Three pipelines 
10 in. to 12 in. diameter for fuel oil, diesel oil and gas oil. 
No shore steam or facilities for dirty ballast available. 
Granary. Length of quay 188 m. Depth 12 m. Two elevators 
with a total discharge capacity of 700 t.p.h. Loading rate to 
vessels 300 t.p.h. Storage capacity of 46,000 tons. 
Midgard Terminal (Blexen): Length 210 m. Extra mooring 
dolphins North and South of wharf 50 m. from each end of 
wharf. Depth alongside 12.5 m. at MLW. 2 mechanical 
unloaders for discharge. Special storage facilities for bulk 
cargoes. The berth can accept vessels up to 80,000 d.w.t. 
fully laden or up to 125,000 d.w.t. with a part cargo. 

STEVEDORES: 24 hours’ notice required. Notice required Friday 
morning for week-end work. 

1st shift: 0600 — 1400 hrs. 

2nd shift: 1400 — 2200 hrs. 

3rd shift: 2200 — 0600 hrs. (overtime). 
On Saturdays: 

ist shift: 0600 — 1400 hrs. 

2nd shift: 1400 — 2200 hrs. (overtime). 

3rd shift: 2200 — 0600 hrs. (overtime). 
On Sundays: 

1st shift: 0600 — 1200 hrs. (overtime). 

2nd shift: 1200 — 1800 hrs. (overtime). 

3rd shift: 1800 — 2400 hrs. (overtime). 

4th shift: 2400 — 0600 hrs. (overtime). 
MEDICAL: Hospital available; advance notice only required if urgent 


aon 


No. 2. 
No. 3. 


No. 4. 


cases. 
TANKERS: Diameter of lines 8 in. 
Shell Berth: Max. draft 34 ft. 
Weser Tankerlager: Max. size 200 m., length 32 ft. draft at LW. 
T-shaped mooring lines attached to pontoons fore and aft, middle lines 
are attached to the shore. Length of lines 100 m. 

Also see “Special Cargo Handling Facilities”. 
DENSITY: Average density of water 1005 — 1012. 
FRESH WATER: Fresh water available at a rate of 15 t.p.h. per hose 
price DM 6.30 per ton. 
FUEL: All grades available; delivery by barge; 2 days’ notice required. 
FIRE PRECAUTIONS: Special regulations for vessels loading or 
discharging explosives. 
CONSULS: See “Bremerhaven”. 
REPAIRS: Minor repairs can be carried out. Ample facilities for major 
repairs at Bremerhaven. 
DRY DOCKS/SURVEYORS: See “Bremerhaven” or “Bremen”. 
WATCHMEN: Not necessary but available if required by Master. 
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OPENING/CLOSING HATCHES: Normally by crew but if by stevedores 
extra charges will apply. 
CUSTOMS ALLOWANCES: Each crew member 200 cigarettes or 30 
cigars or 30 grammes of tobacco and 1 bottle of spirits for a running 
period of 3 days. 
CARGO GEAR: In most cases loading and discharging is effected with 
shore sor Special equipment can be ordered from Bremerhaven. 
REPATRIATION: Possible by air via Bremen or Hamburg. 
AIRPORT: Bremen, distance 70 km., 1 hour by car. Hamburg, 200 km., 
2 hours by car. 
POLICE/AMBULANCE/FIRE: Police 110; Ambulance 2052; Fire 112. 
TELEPHONES: Available on request. 
SHORE LEAVE: Permitted. 
IDENTIFICATION CARDS: Shore passes are only issued for crew 
members and passengers of those nationalities that normally require a 
Visa to enter the Federal Republic of Germany. No shore passes are 
issued for crew members and passengers who do not require a Visa to 
enter the Federal Republic of Germany, Seaman's Book or Passport is 
sufficient. 

Shore passes issued to passengers are chargeable. 
GARBAGE DISPOSAL: Available. 
WASTE OIL DISPOSAL: Available. 
REGULATIONS: Port regulations for the Midgard Pier including special 
~ pets for handling of explosives. 
DELAYS: None except waiting for high tide (See “Restrictions”). 
AUTHORITY: “Midgard” DSAG, Midgardstr. 50, 26954 Nordenham 
(Postal Address: P.O.Box 1452/1453, 26944 Nordenham). Te/: 4731/ 
810. Telex: 238317. FAX: 4731/88564. Cables: Midgard Nordenham. 
Contact: Mr. Werner, Board Member. Mr. Gocht, Pier Inspector. 


PAPENBURG: 53.06 N. 07.23 E. (See Plan) 


LOCATION: Papenburg is 20 nautical miles above Emden on the Ems 
seaway at km. 0.0 and on the inland waterway Dortmund — Ems canal 
at km. 225.82. 

PILOTAGE: The Sea Pilot is taken on board from the pilot cutter at 
Westerems and the district and Port Pilot at the Emden Pilot Station. All 
vessels over 1,000 g.r.t. (Sea-going), and all oil, gas and chemical 
tankers require a Pilot. 

RESTRICTIONS: Lock operating times: From 1st April to 30th 
September, Monday to Saturday, from 0600 to 2000 hrs. 

— 1st October to 31st March, Monday to Saturday, from 0700 to 
1800 hrs. 

Lockings outside operating times, and on Sundays and Holidays must 
be promptly reported, at the latest half an hour prior to normal lock 
operating times, by telephone 04961/2640 or via VHF Channel 13. 

Also see “Bridges”. 

MAX. SIZE: Vessels with a max. draft of 5.8 m. can reach the port during 
MHWST. Vessels with a greater draft must discharge at Leerort. 

VHF: Communications with the lock-keeper are on Channel 13. Bridges 
are on Channel 15. 

BERTHING: The port is connected to the Ems by a lock 26 m. wide and 
152 m. long. Ships with a beam greater than 26 m. can reach the port 
by a lock 40 m. wide. The port has a foreport (300 m. long and 80 m. 
wide), the sluice canal (1,900 m. long and 65 — 90 m. wide), the Southern 
Industrial Port (500 m. long and 100 m. wide), the Northern Industrial 
Port (600 m. long — 80 m. wide), the Dever Port (450 m. long and 80 m. 
wide), the railway dock (300 m. long and 50 m. wide), the Werft Port 
200 m. long and 100 m. wide), the Turm Canal (300 m. long and 35 m. 
—60 m. wide, which can be reached through a 11.0 m. wide steel bridge), 
and the yacht marina. Depths vary from 3.5 m. to 6 m. 

Of the 3,700 m. of the Spundwand Quay, 2,500 m. are devoted to 
cargo handling.1,200 m. of this is provided with railway lines. The total 
length of the port railway facility is 6,700 m. 40,000 cu.m. of open free 
storage space can be used for bulk cargo accommodation. Further open 
and covered storage areas, together with silo facilities, for approx. 
11,000 tonnes cargo are available through companies operating within 


the port. 

CRANES: In the port area there is one heavy lift crane up to 120 tons 
capacity, 1 heavy lift crane 140 tons, 1 heavy lift crane 50 tons, 7 jib 
cranes 3 — 15 tons, 1 gantry crane 6 tons with a 52 m. long traverse, 
1 crane 6.5 tons, 1 crane 5 tons, 2 cranes 1 ton, 2 mobile cranes 11 tons 
and 40 tons, 1 floating crane 6 tons, 1 mobile conveyor belt 100 t.p.h., 
2 ool handlers 30 t.p.h. and 40 t.p.h. 

BRIDGES: At Ems km.15.02 the Leerort road bridge has to be passed; 
44 m. passage width. Opening times from sunrise to sunset and after 
prior report by telephone 0491/2992 and VHF Channel 15. 

At Ems km.6.9, the railway folding bridge has to be passed (Weener). 
The passage width is 24 m. Opening times are as per the current traffic 
plan. The bridge is manned daily, also Sundays and holidays, from 0400 
to 2200 hrs. Telephone 04951/2065 and VHF Channel 15. 

Both bridges have a passage height when closed of 3.50 m. at 
MHWST. 

FRESH WATER: Available. 

FUEL: Available. 

REPAIRS: Vessels up to 30,000 tons, length 250 m. and width 35 m. 
can be repaired at the local shipyards. 

Shipbuilding dock: A covered building dock with length 350 m. and 
width 39 m. 

DRY DOCKS: A drydock of 250 m. leng 
POLICE/AMBULANCE/FIRE: Water Police Tel: 04961/4144 or 04961/ 
72982 (After hours). 
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th and 36 m. width is available. 


IDENTIFICATION CARDS: Shore passes are only issued fo 
members and passengers of those nationalities that normally QU 
Visa to enter the Federal Republic of Germany. No shore 4 
issued for crew members and passengers who do not require a Ves, 
enter the Federal Republic of Germany, Seaman's Book or Passps, 
sufficient. ’ 

Shore passes issued to passengers are chargeable. 
oe DISPOSAL: Garbage can be delivered to garbage-dn», 
the f 
WASTE OIL DISPOSAL: Waste oil disposal is available by tanker ny 
only. 
SEAMAN’S CLUBS: None. 
CURRENCY: Deutsche Mark (DM). 
DEVELOPMENTS: The port installations are currently being extent 
by the Industry Port — North which will be approximately 1,000 m, © 
(300 m. finished) and 100 m. wide. 
AUTHORITY: Hafenamt Papenburg-Ems, P.O.Box 1755, 2 
Papenburg, Germany. Te/: 04961 821. 

Hafenamt Papenburg, An der Seeschleuse, 26871 Papenty: 
Germany. Tel: 04961/2640. FAX: 04961-82351. Contact: Cays 
W. Hermanns, Harbour Master. (A.O.H. Tel: 04961-3169). 


RENDSBERG: 54.18 N. 09.40 E. (See Pla 


SHIPMASTER’S REPORT: June 1988. 


DOCUMENTS: 

2 copies Crew List. 

1 copy Stores List (including tea, coffee, tobacco, spirits, cigarets 

wine). 

1 copy Crew Personal Effects List (to be completed on spew 

Customs form supplied by the Agent). 
PILOTAGE: When coming from the Baltic, vessel takes a Lock Pr 
and a Docking Pilot. If arriving from Brunsbuttel, Docking Pilot boas 
the vessel at Nubbel, a few miles from Kreishafen. 
RESTRICTIONS: Maximum draft 9.5 m., air draft 40 m. The maxing 
draft is also controlled by Navigation Rules of the Kiel Canal and vae 
according to vessel's LOA and breadth. 

There is no restriction on beam except when discharging into bam 
overside, when the maximum beam permitted is 15.0 m. 

TUGS: 2300 h.p. and 1700 h.p. 

BERTHING: The total length of Kreishafen Wharf is 750 m. The bet 
was rebuilt and dredged to 10.0 m. in 1986. 

CARGO HANDLING FACILITIES: Daily discharge rate for fertile 
700 tonnes — 2,500 tonnes, depending on quality of fertiliser. 

Four bulldozers of 3 tons each are available to assist we 
discharging. 

CRANES: 7 <2 tons — 18 tons. Four of the cranes are suitable for ge 
discharge. 

DENSITY: Brakish water. 

STEVEDORES: ETA notice to stevedores should be sent throught 
vessel's Agent. Stevedores require 14 days, 10 days, 7 days, 5 dai 
4 days, 2 days and 1 days notice. 

Working hours are from 0600 hrs. — 1800 hrs. on Mondays to Fridat 
Work carried out after 1800 hrs. weekdays and all weekend work 0 
overtime rates. 

MEDICAL: There is a hospital available. Specialist doctors a 
available. 

TANKERS: Esso Berth for handling chemicals, length 70 m., def 
alongside 6.0 m. BP Berth for bunkering, length 80 m., depth alongs? 


8.0 m. 
FRESH WATER: Available at the berth. 
FUEL: Not easy to obtain and only available in small quantities by 
Fuel is very expensive. 
CONSULS: Nearest Consuls at Kiel and Hamburg. 
REPAIRS: Facilities available. ‘ 
DRY DOCKS: 2 dry docks available, Dry Dock No. 
155 m. x 22.7 m.x5.80 m. Dry Dock No. 2: 193 m. x32 m.x6.3 m. 

There is a floating dock with capacity 4,400 tons, length 120° 
breadth 22.0 m., maximum draft 5.5 m. (forward) and 5.8 m. (aft), ™ 
ppt bce has one crane with capacity 10 tons. 
SURVEYORS: Germanischer Lloyd based at Kiel. Lloyd's and # 
based at Hamburg. 
GANGWAY/DECK WATCHMEN: Ship's crew are required to ati®® 
moorings as passing traffic sometimes not proceeding at low spe 
Moorings should consist of 3 head and stern lines and 3 spring #* 
fore and aft. 
OPENING/CLOSING HATCHES: Ship's crew open and close halc® 
CUSTOMS ALLOWANCES: 200 cigarettes and 1 bottles of # 
allowed every 4 days. 
REPATRIATION: Possible via Hamburg. 
TIME: GMT plus 1 hour. GMT plus 2 hours (last weekend in Marc?! 
last weekend in September). 
HOLIDAYS: All normal German holidays. 
POLICE/AMBULANCE/FIRE: 110, 110 and 112 respectively. 
IDENTIFICATION CARDS: Shore passes are only issued for oF 
members and passengers of those nationalities that normally rem 
Visa to enter the Federal Republic of Germany. No shore passé : 
issued for crew members and passengers who do not require 4 Vist , 
enter the Federal Republic of Germany, Seaman's Book or Passpo" 
sufficient. 

Shore passes issued to passengers are chargeable. 


gosTOck: 54.09 N. 12.08 E. (See Plan) 


ENTS: 
ecu Declaration. 
6 Crew Lists. 
2 passenger Lists. 
2 Currency Lists. 


List. 
oon Documents. 


Ship's Certificates. , 
piLOTAGE: Compulsory. Contact by VHF Channel 16, working Channel 
12. Pilot boards at Warnemunde Light Buoy. International code signals 
ysad. Also see “Baltic Deep-Sea fevers. sft , 
ANCHORAGES: In Warnemunde Roads, off port entrance, in depths 


1S RICTIONS: Entrance channel from Warnemunde Light Buoy to 


44.58 m, (38 ft.). For City Docks: 142 m. length, 21 ft. draft. Also see 
Ly Max. Draft Remarks 
No (m.) (ft. in.) 
03 9.45 31 0 Max. LOA 215m. 
04 11.58 38 O (37 ft. for turbine vessels) 
05 9.14 30 O Max. LOA 215m. 
07 9.02 29 7 
12 10.36 34 0 Max. LOA 210m. 
16 10.36 34 0 Max. LOA 180m. 
17 11.28 37 0 
18 11.20 36 9 
| 21-23 10.06 33 0 
| 24 11.28 37 0 
| 31, 32, 36 9.75 32 0 
0.06 33 0 
34, 35, 37 945 31 0 
41 - 46 9.75 32 0 
50 9.14 30 0 
51-54 9.75 32 0 
62 7.62 25 0 (Ro-Ro) 
64, 65 10.36 34 0 
66 9.45 31 0 
67, 68 10.36 34 0 


HEALTH: Pratique given on arrival. In case suspected disease or fever 
on board, radio details to Agent before arrival. Complete Declaration of 
Health required. 

RADIO: Rugen Radio, call sign “YSM". 

TUGS: Available. Use of at least 1 tug is compulsory for vessels berthing 
and unberthing. 

Sufficient number of tugs available, from 300 h.p. to 1,200 h.p. Tugs 
normally join vessel in front of the mole. 

BERTHING: Overseas Port: Situated in Lower Warnow River about 
48 miles from Warnemunde Sea Buoy. 

Pier No. 1: 9 berths. General goods, depth 30 ft. to 34 ft. 

Pier No. 2: 13 berths. General goods, depth 30 ft. to 33 ft. 

Pier No. 3: 4 berths. Bulk cargoes, depth 30 ft. to 37 ft. 

Pier No. 4: 3 berths. Grain, Feedstuffs, Fish Meal. Depth 34 ft., 

1 berth Urea, Potash. 
Oil Pier: 3 tanker berths, depth 30 ft. to 38 ft. 
Chemical Port: 1 berth. Depth 29 ft. 7 in. Products Handled: Ammonia, 
Methanol and Butane. 
Wamemunde: Port for passenger service. Quay length 180 m. Depth 
alongside 27 ft. 06 in. 
Port Control to be contacted through VHF Channel 14. 
Roll-on/Roll-off terminal with facilities for 20 ft. and 40 ft. containers. 
Wax. draft 25 ft. 
There are 2 ferry terminals(Berths No. 31 and 37). 
CRANES: Overseas Port: 73 cranes and 15 crane-bridges with 
capacities from 3.2 — 63 tons. A self-propelled floating crane “Goliath”, 
or heavy lifts not exceeding 100 tons is available. Heavy Lifts weighing 
to 300 tonnes may be handled by means of additional 100 ton yard 
wanes. Container facilties and container gantry crane available. 
Cty Docks: Crane capacities 2 — 10 tons. 
BULK HANDLING FACILITIES: 4 berths, length of quay 900 m. 
Sbridges with 20 tons capacity and outreach of 40 m. 2 unloaders, 
'*500 tp.h. and 12,000 t.p.h. Storage area 13,200 cu.m. for 90,000 
‘ons of bulk cargo. 
MEDICAL: Doctors available. Advance notice to Agent required if 
tn assistance necessary. 

ANKERS: 3 berths available. Max. size 50,000 d.w.t. Max. length 
230 m., Max. draft 38 ft. 

Berth No. 03, 31 ft. (max. LOA 215 m.) 

Berth No. 04, 38 ft. (max. LOA 230 m.) 
Pace No. 05, 30 ft. (max. LOA 215 m.) 
PREG Capacity of 120,000 cu.m. Max. discharge rate 2,900 cu.m.p.h. 

SH WATER: Available ex-shore hydrants. 

EL: Available all grades fuel and gas oil by barge. Vessels calling 
poh pay only, pay no harbour dues, and other fees are reduced. 
shies RS: All repairs possible. Neptun Shipyard and other repair shops 

neta Docks. Warnow Shipyard and floating dock situated in 

Tank cleaning, boiler cleanin i 

F g and repairs. 

REPATRIATION: Can be arranged if identification papers in order. 

pean hour. Summertime, GMT plus 2 hours (24th March 

mber). 

euays: New Year (1st January); Good Friday; Easter Sunday; 
aed y; Whit Sunday; Whit Monday; Ascension Day, 24th May; 
NIRPORE: Christmas Day; 26th December. 

Rolf Berlin and Hamburg. 

HONES: Ship-to-shore connections available. 


=a 


GERMANY 


POLICE/AMBULANCE/FIRE: Ambulance 366-3500; Police 366-3333; 
Fire 366-2222. 
SHORE LEAVE: Crew members permitted ashore. 
IDENTIFICATION CARDS: Shore passes are only issued for crew 
members and passengers of those nationalities that normally require a 
Visa to enter the Federal Republic of Germany. No shore passes are 
issued for crew members and passengers who do not require a Visa to 
enter the Federal Republic of Germany, Seaman's Book or Passport is 
sufficient. 

Shore passes issued to passengers are chargeable. 
GARBAGE DISPOSAL: Contact Fa.Nehlsen, Port Service. 
Tel: Rostock 366-32705 (Management); 366-31252 or 366-32704 
(Collection Service). 
WASTE OIL DISPOSAL: Service available for ballast water, slops and 
bilge water (capacity 10,000 cu.m.). Telephone 350-3600 for service. 
SEAMAN’S CLUBS: German Seaman's Mission - Rostock (Near Berth 
No. 31). Tel: (0081) 366-22655. Fax: (0081) 366-22656. Hours: 1700 — 
2200 (Closed Saturday, Sunday and holidays). Facilities: Shop, 
refreshments, games, postal service, money exchange, minibus and 
church services. 
CURRENCY: German Mark (DM). 
DEVELOPMENTS: A third ferry terminal is to be built at Berth No. 69. 


SHIPMASTER’S REPORT: September 1980 (Updated 1990). 

VHF: While the vessel is in port, telephone calls to anywhere inside or 
outside Germany can be made most conveniently through “Rostock 
Radio” on VHF Channel 16. The working Channel is 26. 

Customs: The Customs only seal the cigarettes and coffee. Spirits are 
not sealed. Each crew member is allowed 200 cigarettes. 
Immigration: |mmigration formalities are in accordance with international 
regulations. On arrival, the Master has to present a Crew List as well 
as the Seaman's Books, for checking by Immigration Authorities for 
validity on board of the vessel. 

Identity control will be affected on the spot. 

Crew members will receive shore passes. 

All supernumeries on board from countries with visa obligations have 
to obtain a visa against a fee of DM 5.00. On departure no control will 
be necessary except questioning of Master about any changes in Crew 
List. 

Density: The density of the water at the berth varies from 1000 to 1010 
ozs./cu.ft. 


AUTHORITY: Seehafen Rostock GmbH, Rostock-Uberseehafen, 2540 
Rostock-Uberseehafen, Germany. Tel: 350-3000. Telex: 031371, 
031264. FAX: 350-3005. Contact: Mr.H. Morgenstern, Chairman. 
Mr. Rathmannes, Port Captain. 


STADERSAND: 53.37 N. 09.32 E. 


Oil Terminal in Elbe River 


pe iataieace a 
DOCUMENTS: 

3 Crew Lists. 

2 Personal Effects Lists. 

1 Stores List. 

1 Tobacco List. 

Cargo Documents. 

Ship's Register. 
DEEP SEA PILOTAGE: See “General” before first German port and 
“Baltic Deep-Sea Pilotage”. 
PILOTAGE: See “General” before first German Port. 
RESTRICTIONS: Draft calculated by adding 31 ft. to height of tide and 
allowing 3 ft. underkeel clearance. 
MAX. SIZE: Max. LOA 230 m. Max. beam 32 m. Max. draft (M.H.W.) 
11.50 m. Max. size 60,000 d.w.t. 
HEALTH: Health Certificate brought on board by River Pilot for Master 
to complete. 
RADIO: All messages to Agents, etc., through Norddeich Radio, call 
sign DAN. Closer to port Elbe-Weser Radio can be contacted by VHF 
Channel 16. 

Ships’ reporting station is on permanent duty at Stadersand, VHF 
Channel 11, safety and calling Channel 16. 
RADAR: River Radar Service from Elbe 1 to Hamburg see “General” 
before first German Port, but no special Port Radar Service for 
Stadersand. Radar Service in the area of Stadersand available, can be 
contacted through VHF Channel 21, “Hetlingen Radar Radio”. 
TUGS: Available. Meets vessel off the berth. 
BERTHING: 1 tanker berth at T-head jetty. 1 pipeline x 300 mm. 
diameter, 2 hoses x 200 mm. diameter, permissible pressure 12 bars. 
Max. discharge rate 1,200 t.p.h. 
DENSITY: Brackish. 
FRESH WATER: Only obtainable by barge from Hamburg. Minimum 
quantity supplied is 200 tons. 
FUEL: Only obtainable by barge. 
CUSTOMS ALLOWANCES: 100 cigarettes and 1 bottle wine/spirits per 
man. 
CONSULS AND GENERAL INFORMATION: Refer to “Hamburg”. 
IDENTIFICATION CARDS: Shore passes are only issued for crew 
members and passengers of those nationalities that normally require a 
Visa to enter the Federal Republic of Germany. No shore passes are 
issued for crew members and passengers who do not require a Visa to 
enter the Federal Republic of Germany, Seaman's Book or Passport is 
sufficient. 

Shore passes issued to passengers are chargeable. 


operated by PreussenElektra 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng 


AUTHORITY: Operator: Preussen Elektra Aktiengesellschaft, Tanklager 
Stadersand, P.O.Box 1769, 21657 Stade, Germany. Tel: (04141) 7990. 
FAX: (04141) 799313, 799588. Contact: Mr. Ehlers. 


AGENT: See “Hamburg”. 


STRALSUND: 54.18 N. 13.06 E. 


DOCUMENTS: 

Health Declaration. 

3 Crew Lists. 

2 Passenger Lists. 

2 Currency Lists. 

Stores List. 

Cargo Documents. 

Ship's Certificates. 
PILOTAGE: Compulsory. Contact Pilot by VHF Channel 14. Pilot 
stations are at Barhoeft and Thiessow. Pilot boards vessel at Gellen 
(N.W. entrance) and Landtief (Eastern entrance). 

Also see “Baltic Deep-Sea Pilotage”. 
ANCHORAGES: In the roads clear of the fairway, depths 26 ft. to 30 ft. 
RESTRICTIONS: Northern entrance between breakwaters is 12 ft. 
depth, used by smaller vessels only. Eastern entrance, depth 17 ft. MLW 
passing railway bridge, which is opened about every 5 hours. 
MAX. SIZE: Vessels up to 17 ft. draft. 
RADIO: Rugen Radio, call sign “Y5M". 
HEALTH: Pratique given on arrival. In case suspected disease or fever 
on board radio details to Agent before arrival. 
TUGS: Available and compulsory for vessels of over 1,000 g.r.t. berthing 
and unberthing. 
BERTHING: Depth alongside quays up to 17 ft. maximum. Length of 


(See Plan) 


quays 1,500 m. 
CRANES: 
3 cranes 10 tons capacity, reach 32 m. (heavy lifts up to 20 
tons, reach 16 m.) 
2 cranes 10 tons capacity; reach 20 m. 
1 crane 5 tons capacity; reach 22 m. 
6 Elevators Capacity 75 t.p.h. each. 


MEDICAL: Doctors, hospitals available. Advance notice to Agent 
required if medical assistance necessary. 
FRESH WATER: Available from shore ex pipeline and by barge. 
FUEL: Gas oil and lub oil available by barge. 
REPAIRS: All deck, hull and machinery repairs by local shipyards. 
REPATRIATION: All facilities exist for changing crews. 
AIRPORT: Berlin and Barth. 
TIME: GMT plus 1 hour. Summertime, GMT plus 2 hours (Last Sunday 
in March — Last Sunday in September). 
HOLIDAYS: New Year (ist January); Good Friday; Easter Sunday; 
Easter Monday; 1st May; Whit Sunday; Whit Monday; 3rd October; 
Christmas Day; 26th December. 
SHORE LEAVE: Crew members permitted ashore. 
IDENTIFICATION CARDS: Shore passes are only issued for crew 
members and passengers of those nationalities that normally require a 
Visa to enter the Federal Republic of Germany. No shore passes are 
issued for crew members and passengers who do not require a Visa to 
enter the Federal Republic of Germany, Seaman's Book or Passport is 
sufficient. 

Shore passes issued to passengers are chargeable. 
GARBAGE DISPOSAL: Service available by barge. For service call 
Sundtank GmbH, Tel: 280380. 
WASTE OIL DISPOSAL: Service available. See “Sundtank” above. 
SEAMAN’S CLUBS: None at present. 
AUTHORITY:  Stralsunder Hafen und Lagerhaus GmbH, 
Hafenstrasse 20, D-18439 Stralsund, Germany. Tel: 0-3831-254215. 
Telex: 398140. FAX: 0-3831-254297. Contact: Wolfgang Ostenberg or 
Manfred Moller, Port Managers. 


WILHELMSHAVEN: 53.31 N. 08.10 E. (See Plan) 


DOCUMENTS: Tanker Check List with statement of vessel's 
deficiencies to be provided and delivered to the Sea Pilot before 
commencing pilotage. 

Oil Port 2 Crew Lists. 
1 Health Declaration (Form supplied by Pilot). 
Derat Exemption Certificate. 
Passports/Seamen’'s Books. 
Vaccination List. 
Tanker Check List 
2 Crew Lists. 
1 Health Declaration. 
2 Cargo Manifests. 
2 Stores Lists. 
PILOTAGE: There is a central pilot station near “German Bight” Light 
Vessel, where certain large vessels (see below) embark or disembark 
Jade, Weser and Elbe Pilots from/to helicopter or, weather permitting, 
boat. 

Jade (and Weser) Pilots are on board a 2-masted pilot vessel with 
yellow funnel with black top and white letters “LOTSE” (= Pilot) on black 
hull, flying the flag “H" of International Code. 
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Harbour Docks 


Pilot vessel is usually stationed 2 nautical miles East y & 
“Weser 1/Jade 2”. 

To call Jade Pilot, following signals are to be used: 

— By day: flag “1” below flag “G”" of International Code: 
— By night: the foregoing signals, given by morse lamp ax 
whistle; 
— In bad visibility signals by whistle; 
— In all cases advance VHF contact is recommended. 
(a) When the pilot vessel is moved up the River Weser due by 
weather, embarking or disembarking of sea pilots takes Dla 
— on the Weser in area between light buoys "17/4-Reede’ , 
“19/H-Reede”; 
— on the Jade in area "Minsener Oog” by pilot vessel Operas 
from Wilhelmshaven. 

Inward bound vessels with draft exceeding 16 m. or with 
tonnage exceeding * 60,000 g.r.t. may take the Harbour Pilot 
seaward of Jade lightbuoys 29 and 30. 

(b) Pilots are to be ordered as follows: 
Inward Bound Vessels: 
24 hours prior arrival pilot station at “German Bight” Light Veg 
or 12 hours prior arrival pilot station at Buoy “Weser 1/Jade? 
Outward Bound Vessels: 
1. Atleast 2 hours prior to ETD. 
2. For departures between 1900 hrs. and 1000 hrs. thea 
has to be ordered by 1700 hrs. 
(c) Pilot order must contain following items: 
1. Name and gross tonnage of vessel. 
2. Intended embarking position. 
3. Time of arrival at embarking position. 

Pilotage is compulsory as follows: 

1. On navigation stretches inward of the respective outer positix 
pilot vessel, Wilhelmshaven Roads excluded, for: 

(a) oil, gas and chemical tankers 
(b) other vessels exceeding * 1,000 g.r.t. 

2. On navigation stretches between pilot station at “German Bg 
Light Vessel and the respective outer position of pilot vesse; 
(a) oil, gas and chemical tankers exceeding * 10,000 g.rt. 
(b) other seagoing vessels exceeding * 60,000 g.r.t. 

3. If pilot vessel is shifted up the Weser due to bad weather, 

(a) between Buoy ‘1a/Neue Weser Reede” and actual post 
of pilot vessel for vessels exceeding * 20,000 g.r.t., oil, gase 
chemical tankers, and car carriers and Ro-Ro vessels excess 
* 10,000 g.r.t. excluded; 
(b) on the Jade between Buoy ‘1a/Neue Weser Reede” and 
weather position of pilot cutter near Minsener Oog Island! 
vessels exceeding * 20,000 g.r.t., oil, gas and chemical tane 
excluded. 

4. Federal Government vessels and Federal navy ships + 
exempted. 

Ships up to * 5,000 g.r.t. and tankers not exceeding * 300 g.rls 

exempted from compulsory pilotage if: 

— the Master and his ship have performed 6 voyages on the river we 
the last 12 months; 

— the ship is equipped with radar and VHF (including all river wow 
Channels); 

— the Master has sufficient knowledge of the German language. 

The Waterway and Shipping Authority may exempt ships, tane 
excluded, exceeding * 5,000 g.r.t. from compulsory pilotage ' 
application for 12 months if ; 

— the Master and his ship have performed 36 voyages on the river we 
the last 12 months and 
— the other foregoing requirements are fulfilled. 

The same Authority may give exemption from compulsory pill 
only in special cases (e.g. distress situation etc.). 

Vessels exempted from compulsory pilotage have to order si 
based radar assistance at visibilities less than 3,000 m. from 
Traffic” of the Wilhelmshaven Vessel Traffic Service (VTS) Centre w* 
navigating the stretches between Buoy “Weser 1/Jade2’ ® 
Wilhelmshaven. This station is to be called “Jade Traffic’ on 
Channels 16/63/20. 

Shore based radar assistance will be given: 

— when the visibility is less than 3,000 m. between Buoy “Wes? 
Jade 2” and Wilhelmshaven or; 

— when the pilot vessel is moved up the River Weser due to bad wee” 
or; 

— when the lightbuoys are withdrawn during heavy ice drift periods’ 
— when required by ship's command or; 

— when made obligatory by instruction of Shipping Authority. 

Vessels for which pilotage is compulsory have to order shore dé 
radar assistance at visibilities less than 4,000 m. when navige® 
between light vessel “German Bight” and Buoy “Weser 1/Jade2_ 

Vessels confined to the dredged channel due to their draft a 
exceeding 60,000 g.r.t. take 2 Sea Pilots at “German Bight” Light Ve* 

Helicopter pilot service is available for vessels above * 50,009 
at “German Bight” Light Vessel. ‘ 
* Note: All g.r.t. declarations regarding Pilotage will be replace’ 
length/beam combination in the course of 1994. 

DEEP SEA PILOTAGE: See “General” before first German pot® 
“Baltic Deep-Sea Pilotage”’. 
ANCHORAGE: 

1. Deep water Roads for deep draft vessels South of “German8? 
Lightvessel. 

2. Roads for large and deep-draft vessels East of Buoy “We* 
Jade 2”. 

3. Tanker Road Schillig for tankers not exceeding 250,000 °* 
and/or 13.5 m. draft. 

4. Schillig Roads for all vessels — tankers exempted — not excee™ 
13.5 m. draft. i 
5. Quarantine anchorage for vessels under quarantine. Ma 

13.5 m. 


Explosives anchorage for vessels carrying more than 100 kg. of 
be or ammunition. Max. draft 13.5 m. 
eperenker Roads-North, for tankers which are loaded or waiting for 
net. A safety distance of at least 300 m. between vessels at anchor 
nas to be maintained. Max. draft 13.5 m. _ 
Tanker Roads—South, for tankers being unloaded and not yet gas 
and not exceeding 280 m. length. Max. draft 13.5 m. When anchored 
vessels are turning with the tide, measures like tug assistance against 
ering the Arngast light sector or drifting to the West side of the fairway 
oye ninish time and circle of turning are to be taken. 


ni au: 
a MWilhelmshaven Roads, usually for smaller vessels waiting for sea 


e. 
be Pad for small vessels up to 20 m. in length. 
11. Actual ve ebigr rade are to be observed because changes of 
are possible. (Contact “Jade Traffic” or pilot). 
Transhipment of goods according to IMDG Code Nos. 1 (explosives), 
2(gases) and 3 (inflammable liquids) is prohibited on the Jade including 


a for bunkering permit is to be addressed to “Wasser- und 
Scnittahrtsamt Wilhelmshaven” (Waterways and Shipping Board) via 
radio station “Jade Traffic” on VHF Channels 16, 63 and 20. 


RESTRICTIONS: No restrictions on night entry. Unless notified by 
ay and shipping authority. Vessels draft exceeding 54 ft. 02 in. 

waterway ? a : 

(16.5 m.), will be controlled by tidal conditions and vessels navigate 

according to specified schedule. 

Also see “General”. 

Traffic Safety Measures for Large Vessels: 

Vessels with draft exceeding 17 m. will be guided by police vessels 
showing quick flashing blue light when navigating the TSS Jade 
Approach Southward between Buoys “Jade-Weser” and the Jade 
entrance. All other vessels are requested to give way to these vessels 
restricted by their draft. 

During the navigation of a vessel, restricted in her ability to manoeuvre 
due to her draft, in the TSS Jade Approach, the radio station “German 
Bight Traffic’ transmits navigational warnings every 15 minutes on VHF 
Channel 80 in German and English language. Warnings will be 
announced on VHF Channel 16. 

Compulsory Reporting System in the Inner German Bight: (Extract from 
Common Proclamation of the Waterways and Shipping Directorates 
Nord and Nordwest). 
All vessels, towing and pushing units included, exceeding 50 m. in 
length must report as follows: 
{. First Report (initial) 
(a) Items to be transmitted: 
Vessel's name. 
Position. 
Dimensions. 
Destination. 
(b) Reporting positions for inward bound vessels: 
when passing 
Light buoy “GW 7”, or 
Light buoy “TG 13”, or 
If coming from the North, the parallel 54° 20’ 00” N. 
2. Movement Report 
(a) Items to be transmitted: 
Vessel's name. 
Position. 
Speed. 
Passage time. 

(0) Reporting Positions for inward bound vessels: 

when passing 
Light buoy “GW 7”, or 
Light buoy “TG 17”. 
(c) Reporting positions for outward bound vessels: 
Leaving the River Weser, when passing the light buoy “1” (Alte 
Weser) or “A1” (Neue Weser). 
Leaving the River Elbe in Westerly direction, when passing the 
Lightvessel “Elbe”. 
3. These reports are to be addressed to “German Bight Traffic” on 
VHF Channel 80. 
4 After completing the reports, vessels are to stay on “stand-by” VHF 
channels within the extension of the German territorial waters. 
lpping Regulations and Restrictions: 

1. Vessels, including those being towed or pushed, carrying 
sangerous goods in accordance with the Annex No. 1 (list of substances 
~ See Annex No. 1 before “Authority”) to the traffic regulations for 
valerways navigable by seagoing vessels in Germany or being not de- 
% or not inerted and vessels with nuclear propulsion must report 
. hours before navigating the Jade, however not later than departure 
wa last port of call, to “Wasser- und Schiffahrtsamt Wilhelmshaven” 

alerways and Shipping Board). 

rt must contain following statements: 

(a) Name and call sign of vessel. 

(b) ETA at lightbuoy “TW 9” or “1a” (Jade). 

(c) Nationality. 

(0) Length and draft. 

(2) Last port of call and destination. 

\') Type, quantity and IMDG Code No. (see Annex 1). 

(3) When carrying chemicals or liquefied gases, indication whether 

4 valid certificate according to IMO Code for chemical tankers or 
(h edie is existing on board. 

!) Declaration about deficiencies of ship or cargo. 

()) Ship's owner or authorised Agent. 

me report must be given in written form to Wasser- und 

ahrtsamt Wilhelmshaven via Agent, by telegram, Fax or Telex. 

(a) ole Stipulations and restrictions for the navigation of: 

ankers carrying cargoes in bulk according to Annex 1 (list of 
lbstances), i.e. gases, dangerous chemicals, mineral oil and 

mineral oil products; 
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(b) empty tankers after aenene of mineral oil or mineral oil 
products, if the flash point of the last cargo was below 35° C, 
remaining slop excluded, whose tanks are not cleaned, gas freed 
or inerted; 

(c) empty tankers of above named type, if the flash point of the last 
cargo was above 35° C., and before that a cargo with a lower 
flash point was carried, whose tanks are not cleaned, gas freed 
or inerted; 

(d) Nuclear powered vessels: 

1. Visibility must exceed 1,000 m. 

2. Continuous radio contact with “Jade Traffic” on VHF Channels 
16/63/20 must be made safe, also when communicating with 

other stations; 

3. A faultless working radar device has to be in operation and 

must be under permanent observation by an experienced person 

at reduced visibilities; 

4. Use of automatic steering gear is only allowed under conditions 

published by Waterway and Shipping Authority; 

5. Tank covers must be kept closed. 

6. Further prohibitions and restrictions: 

(1.) At least one VHF device must be operable from wheelhouse. 

(2.) Tankers exceeding 12,000 d.w.t. which carry substances as 

per No. 1 of Annex 1 (list of substances) — i.e. gases, ethylene, 

oe or vinyl chloride monomer may not navigate on the 
jade; 

(2.1) These vessels must comply with following additional 

stipulations: 

(a) existing or valid IMO Code Certificate on board — if carrying 

liquid gases according IMO Resolution 328-IX or 329-IX, — if 

carrying chemicals according IMO Resolution A 212-Vil. 

(b) A faultless working gyro compass to be kept in operation. 

(c) At wind forces which do not allow safe manoeuvring navigation 

on the Jade is not permitted, this does not apply for passage to 

next admitted roads. 

(d) Exemption from visibility restriction: Tankers may navigate at 

visibility exceeding 500 m., if they are equipped with gyro 

compass or an examined compass, or, if the cargo-carrying 

capacity is exceeding 2000 tons, by permit given by Shipping 

Police Authority. 

2. All vessels specified exceeding 50 m. in length have to report to 
radio station “Jade Traffic” on VHF Channel 16/63/20 when passing the 
following positions: 

(a) Light buoy “JW5/Jade 1”, 

(b) before entering and when leaving the waterway Jade inward Light 

buoy “JW5/Jade 1”, 

(c) on arrival or departure from anchorage or jetty and when entering 
or leaving a harbour area. 

Reports must contain ship's name, position, speed and passing time. 

Lock Restrictions: 

The sea lock opening times (normal service hours) for No. 4 Dock are 
announced in daily maritime bulletins. Coastal radio station 
“Wilhelmshaven Lock" working on Channels 16 and 13 VHF during 
official service hours. 

Dimensions of lock: 390 m. long, 57 m. wide and depth of 11.47 m. 
MLW. However, only smaller vessels use dock harbour as bollards for 
mooring larger ships not yet available. 

See “Annex No. 2” before “Authority”. 


MAX. SIZE: Max. size fixed for navigating the Jade: 
(a) Draft, entering: 20 m. (65 ft. 07 in.) 
leaving: 19 m. (62 ft. 04 in.) 
(b) Length: 350 m. 
(c) Beam: 52 m. 
Vessel exceeding these dimensions must apply for a permit of 
navigation to “Wasser- und Schiffahrtsamt Wilhelmshaven”’. 
See “Annex No. 3” before “Authority”. 
Keel clearance of at least 8.5% (see “Annex No. 3’) of draft required. 
Also see “Tankers”. 


HEALTH: Radio Pratique possible. Sea Pilot will hand Health 
Declaration to Master. If one of the questions is answered “Yes”, Pilot 
will advise Port Health Officer. A valid Derat Exemption must be 
produced. 


RADIO: Norddeich Radio, call sign DAN. Elbe-Weser Radio can be 
contacted by VHF Channel 16. 
Radio advice prior to arrival: Advise Agent 7 days before arrival: 


1. Ship's name and call sign, ETA in GMT. 
2. Nationality. 
3. Draft forward and aft. 
4. Cargo on board and slop information. 
*5. Number and diameter of cargo manifold connections. 
6. Discharge rate per hour. 
7. Loading rate per hour. 
8. Quantity of ballast on board. 
9.  Ballasting rate per hour. 
“10. Leaks in the hull or overboard valves, if any. 


*11. ‘Inert or non inert gas report. 
Request for crude wash. 
Request for repairs. 
14. Valid oil liability certificate. 
15. __ Heli-landing/winching area. 
16. VHF Channel 20 in good working order. 
*Details must be with Agent at least 48 hours before arrival. 
ETA to be confirmed 72 hours before arrival, and whenever ETA 
changed by more than 30 minutes. 
Notify Agents of tug requirements. 


VESSEL TRAFFIC SYSTEM: Shore based Radar Assistance and 


shipping police: 
VTS - Centre Wilhelmshaven. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engl, 


This Station of the Waterways and Shipping Administration is operated 
continuously and performs radar surveillance and information services 
as follows: 

1. Jade Radar Chain: 
(a) Extension from light buoy “DB 19/Jade” to light buoy “58”. 
(b) Call names 
“Jade Traffic”, 
“Jade Radar’, concerning radar services. 
(c) VHF Channels: 16/63/20. 
(d) Shore based radar assistance is available to all vessels. 
(e) Situation reports (traffic movements, dredging activities, 
disturbances, tidal and weather conditions, etc.) are broadcasted 
every even hour (H + 11 minutes) on VHF Channels 63/20 (in 

German language), 
on request (also in English language). 

(f) Special aims: 

observation of traffic with concern to national and international 
traffic regulations; 
information, advice and (binding) instructions addressed to 
vessels (shipping police); 
navigational warnings (strategical assistance); 
receiving of ships reports (initial and passage reports); 
identification and recording of vessels. 

(g) Handling of all other shipping affairs on the navigable waters of 
the Jade (e.g. casualties, distress situations, oil pollutions). 

2. German Bight Radar Surveillance Area (VTS): 

(a) Extension: Area within a radius of 48 km. around Heligoland 
Lighthouse. 

(b) Call name: “German Bight Traffic”. 

(c) VHF Channels: 16/79/80. 

(d) Shore based radar assistance is available. 

(e) Situation reports (special traffic movements, disturbances, 
weather conditions, events important to navigators) are 
broadcasted in German and English language 

every even hour (H + 00 minutes) on VHF Channeis 80/79, 
on request, and under certain conditions (No. 79-92). 

(f) Special aims: 

Observation of traffic with concern to national and international 
regulations, 

information, advice, and (binding) instructions addressed to 
vessels (shipping police), 

navigational warnings (strategical assistance), 

receiving of ships reports (initial and passage reports), 
identification and recording of vessels, 

handling of all other shipping affairs on the navigable waters 
within the appropriate area. 

All orders issued by this Shipping Police Authority Station must be 
observed (Remarks: Offences against international and national rules 
will be prosecuted. Inner German Bight is under surveillance by radar 
and patrol vessels). 

TUGS: Compulsory. Tankers normally require at least 4 tugs of minimum 
1,500 h.p. for berthing. Tugs meet tankers at anchorage near Buoy “43”. 
Only tug lines are used, charge inclusive. 

VLCCs meet the tugs at Buoy “41”, when they are bound for NWO. 
BERTHING: Wilhelmshaven Inner Port: 

The following berths can be reached: 


Max. Quay 
Harbour Name draft length 
Handelshafen 16 ft. 05 in. 600 m 
Grosser Hafen 20 ft. — 26 ft. Bontekai about 500 m 
Verbindungshafen 18 ft. Sudwestkai 400 m 
Nordhafen 
Hannoverkai 38 ft. (11.6 m.) 312m 
Luneburgkai 33 ft. (10.0 m.) 205 m 
Ausrustungshaven 
(Lay-up berth) 19 ft. 140 m 


2 lay-up berths (dolphins) for vessels up to 30,000 d.w.t. 
CRANES: 
Luneburgkai: 
Handelshafen: 


2x15 tons — 18 tons portal cranes. 
1x15 tons — 18 tons portal crane. 
1 crane for scrap iron. 

A floating crane of 100 tons capacity is available on request from the 
Navy yard. 
SPECIAL CARGO HANDLING FACILITIES: There is no Container 
traffic at Wilhelmshaven. One Ro-Ro ramp available at Luneburgkai and 
one Ro-Ro ramp available at Nordwestkai. 
BULK HANDLING FACILITIES: Figdor is the operator of cargo handling 
in the Handelshafen with its connection to railway, road and canal- 
system. 
Equipment: One modern gantry crane of 8 — 15 tons and efficient mobile 
cranes. Storage facilities for bulk cargo to an amount of 70,000 tons, 
1 silo with a capacity of 720 cu.m. and 2,000 sq.m. 
Niedersachsenbrucke: The facility accommodates vessels up to 
190,000 d.w.t. and 47 ft. draft at the outer berth. A bulk discharge unit 
with an hourly capacity of 1,200 tons delivers coal to a nearby power 
plant by a conveyor belt. 

The inner berth has a depth of 12.0m. There are discharging 
installations for fuel oil and loading installations for caustic soda solution. 

tate chee of bulk cargo is possible. 
TANKERS: Nord-West Oelleitung Terminal: Position Lat. 53° 33’ N., 
Long. 08° 08' E. Distance from Weser Pilot Station, 24 miles. Type of 
Berth, Finger Pier “T" head. Density 1025. Current velocity, 3-4 knots. 
Mean tidal range, 12 ft. 08 in. Nature of bottom, sand and mud. 
1. Berthing Schedule: 
Size 
Up to 30,000 d.w.t. 
30,001 — 50,000 d.w.t. 


50,001 — 85,000 d.w.t. or 
less than 43 ft. draft 
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From To 
Anytime 


3 hours before LW 


3 hours before 
LW or HW 


HW 
LW or HW 


Size 
over 85,000 d.w.t. or 
over 43 ft. draft 


From To 
2 hours or 1/2 hour 
before LW or HW 


over 55 ft. draft 2 hours or 1/2 hour 
only with rising tide before HW 
Notes: NWO Terminal is a port with strong tidal currents, TUNNING hp 
parallel to the jetties. 

The vessels are always berthed with the bow in the current. 

Example: If a vessel is at the tug position, 2 hours before HW, 
vessel has to turn in a safe distance off the jetty to berth with Por 
to, against the flood tide. 

If a vessel is at the tug position 30 minutes before HW, the Vesse 


berth with starboard side to against the ebb tide which has just ; 


Tug position: | At Buoy No. 41 for vessels bound for Jetty No.4, 
gross tonnage 60,000 tons ang 
over. 

At Buoy No. 45 for all other vessels. 

Distance: Buoy No. 41 to Jetty No. 2: 4.7 nautical miles, 


Buoy No. 45 to Jetty No. 2: 2.3 nautical miles. 
2. Berth Dimensions: 


Berth Max. D.W.T. Max. Displacement Max. Drak 
(No.) (tonnes) (tonnes) (m.) 
1 110,000 140,000 15.40 
2 130,000 142,500 15.40 
4 260,000 350,000 00 


20, 
Note: It is possible to berth tankers up to 400,000 tonnes d.w.t. withy 
cargo, but the actual displacement on arrival must not exceed 350) 
tonnes and max. draft not to exceed 20.0 m. 
3. Restrictions: 
Berth No. 1: Maximum height/elevation of vessel's manifold: 160» 
all the time. 
Berth No. 2: Maximum height/elevation of vessel’s manifold: 190» 
all the time. 
Berth No. 4: Minimum draft at forward dolphin (approximately 5 
ahead of centre of manifold) has to be 3.0 m.” all the time. Minin 
BCM/SCM: 120 m./125 m. 
* According to the height of tide under normal circumstances. 
4. Laser Docking System: 
A laser docking system is installed at each berth to indicate approx 
velocity and vessel's distance to the dolphins to Docking Pilots. 
The rate of approach velocity is indicated by signal lamps: 
slow flash green 0-3 cm/sec. 
quick flash green 3 — 6 cm./sec. 
slow flash yellow 6 — 7 cm/sec. 
quick flash yellow 7 — 8 cm/sec. 
slow flash red 8 — 10 cm./sec. 
quick flash red over 10 cm./sec. 
The deflection of the dolphins is recorded on a chart. 
5. Pipelines Handling Rates, Hoses and Maximum Pressures: 


Grades Pipe- Discharge Maximum 
Berth handled lines Length Rate Pressure Hoses 
No. (in.) (ft.) = (cu.m./hr.) — (Bar) (in) 
No. 1 Crude Oil 1x30 4,920 10,000 15 4x12 
No, 2 Crude Oil 1x30 4,595 9,000 15 3x12 
No. 2 Gasoline 1x30 4,595 3,000 15 1x12 
No. 4 Crude Oil 1x40 5,500 18,000 15 4x16 


arranged by ship’s Owner or Agent. 

6. Radio: All vessels bound for NWO Terminal should pass follow 

information soonest: 

AA ETA German Bight Lightvessel. 

BB Arrival draft (m.). 

CC Arrival displacement (tonnes). 

DD Kind of cargo and Bill of Lading figures, if heated advise avert 
temperature. 

EE Free water below cargo after loading (Yes/No), quantity. 

FF Any separate slop to discharge (Yes/No,) kind and quantity. 

GG Estimated time for discharging, including COW. 

HH COW (Yes/No). 

| Ballast time (hours). ( 

JJ Disposal of residues according to MARPOL | (Yes/No), kind # 
quantity, pumpable at normal temperature, estimated pumping ® 

KK Disposal of garbage according to MARPOL V (Yes/No), kind # 
quantity. 

Terminal does not accept any mixture of residues accord! 
MARPOL | and garbage according to MARPOL V. 

Different kind of waste, like unpumpable residues, oily rags %* 
or batteries, etc., have to be collected, each in separate bags, 0° 
or containers. Each unit has to be labled with vessel's name # 
date of delivery. 

Terminal does not accept any solvents, paints or chemicals. 1 
kinds of special garbage must be discharged separately, aa? 
by Agent. 

LL Confirm number, size, material of mooring wires/ropes. 
Terminal requires at least 2 breast and spring wires, and they sé 
be provided with corresponding synthetic tails forward and aft 
4 head and stern ropes. 

MM Confirm all moorings, winches and winch brakes in good con® 
according to OCIMF Standard (Yes/No). 

NN Deficiencies on board (Yes/No). 

OO Various. 

7. Dirty Ballast: There are no shore facilities to receive dirty bales 

8. Services: Fresh water is available, except during freezing 

Bunkers and diesel are not available from NWO. It is necessary 0° 

a bunker barge in advance, please contact Agent. A shore gangy®” 

available. . 

Stores and luboil must be taken on board from a barge at ves# 
seaside. 


- North-West Oelleitung GmbH, Postfach 940, 
4.367 wilhelmshaven, Germany. Tel: (04421) 620. Fax: (04421) 62381. 
Telex ‘ 
eta Oil Terminal: 


Nos. 1 and 1A: Berth No. 1 for vessels up to 250,000 d.w.t. and 
No. 1A for vessels up to 31,000 d.w.t. Position Lat. 53° 37' 28"N., 
bert og° 08’ 30" E. Distance from “Weser” Lanby, 20 miles. Type of 
Long Sea Island. Density, 1025. Current Velocity, 3-4 knots. Mean tidal 
berth 0 ft. 6 in. Nature of bottom, sand and mud. Least depth of water 
wae Vt entrance to berth, 17.5 m. for Berth No. 1 and 12.5 m. for Berth 
a ‘4. at MLW. Vessels may berth or unberth day or night. Max. draft: 
berth No. 1 16.0 m. Berth No. 1A 11.0 m. Fresh water available by barge. 
ballast and wash water facilities available, discharge rate 
cu.mJhr. at Berth No. 1; 1,200 cu.m./hr. at Berth No. 1A. Vessels 
or starboard side alongside. All dirty ballast and wash water 
» be discharged ashore. Max. acceptable quantity 500 cu.m. with 
Sp.p.m lead content. — ; 
“Shore gangway available. An under keel clearance of 1.5m. is 
required at Berth No. 1A at MLW. 
Berth No. 1. Max. LOA 1,150 ft., Min. length 800 ft., Max. draft 16.0 m., 
at MLW 17.5 m. 
Berth No. 1A. Max. LOA 100 m., Max. draft at HW 11.0 m., Depth at 
12.5 m. 
pes Discharging possibilities at Beta Oil Berth: 
Load/Discharge Hoses 


perth Grade Capacity ‘ 
No (cu.m./hr.) (No.)(in.) 
1 Crude 15,900 4x 16 
LFO 2,400 1 216. 
HFO 3,200 2x 16 
Ballast 2,400 2x 16 
Naphtha 2,400 1x 16 
1A Gasoline 950 1x10 
LFO 2,400 20012 
HFO 3,200 1x 8and2 x 12 
Ballast 1,200 1x 12 
Kerosine 2,400 oxi 
Med. Distilate 1,200 ul oo Fe 
2 HFO 2,600 2x10 
LFO 2,400 2x10 
Ballast 2,400 2x 10 
Diesel 32 Ahoe te 
3 HFO 475 1X eo 
Gasoline 1,500 2 x 10/8 
Naphtha 550 1x10 
LFO 550 Tx 10 
Diesel 550 1x10 
Propane 400 1x 6 
Butane 400 To 6 
Propane/Butane 
Mix 400 1x 6 


Use of Island Jetty (Berth 1/1A) is only allowed for transhipment of 
nfammable liquids of subclasses 3.1 and 3.3 with low (less than — 18°C) 
and high (+23° to +61°C) flash point. 

Berths No. 2 and 3: Position Lat. 53° 37’ 12” N., Long. 08° 07’ 36” E. 
Distance from Weser Pilot Station, 20 miles. Type of berth, “L"-head 
etly. Density, 1025. Current velocity, 3 — 4 knots. Mean tidal range, 
‘08. 6 in. Nature of bottom, sand and mud. Least depth of water from 
port entrance to berth 7.5 m. (24 ft. 7 in.) at MLW. Vessels may berth 
x unberth day or night. Fresh water by barge. Dirty ballast facilities 
same as Berth Nos. 1 and 1A. Max. deballasting rates, Berth No. 2, 
210 in. 800 cu.m./hr. Berth No. 3, 2x8 in. 500 cu.m./hr. 

All dirty ballast and wash water to be discharged ashore. Min. distance 
89's side to manifold, 1.5 m. If reducer required to match shore flanges, 
ast 1.8 m. Shore gangway available. A keel clearance of 1 m. is 
‘quired at MLW until silting developments after dredging can be firmly 
om Vessels berth port or starboard side alongside, depending 


Max. LOA 135 ft., min. LOA 50 m. Beam no limit. Max. draft 31 ft. 
3in. (at HW). Depth of water at MLW 24 ft. 7 in. 

Products Handled: See “Tables” above. 

Use of Berth No. 2 is only allowed for transhipment of inflammable 
‘duds of class 3 with flash point < —18° to +61°C. 

Use of Berth No. 3 is only allowed for transhipment gases (Class 2) 
2nd inflammable liquids of subclasses 3.1, 3.2 and 3.3 —flash point see 
ove under Nord-West Oelleitung Terminal). 


‘eslapper Groden Jetty (ICI-Jetty): 
Position: Lat. 53° 37’ 59” N., Long. 08° 05’ 46” E. 
raffic Bridge of 1,346 m. length ends in L-shaped cargo handling 
ae of 675 m. length. Traffic bridge is fitted with two tracks of 5.5 m. 
o 3.5 m. width, all cables and pipes are led lengthwise upon the bridge 
the pier connections. 
Gan No. 1 at the seaward end is provided for 1 tanker of 20,000 
side) 3 60,000 d.w.t., but not yet in operation. Berths No. 2 and 3 (inner 
i are provided for tankers of 400 d.w.t. — 12,000 d.w.t., limited by a 
Tae depth of 8.5 m. at MLW. 
2 1] Been 2 is only allowed for transhipment of ethylene (class 
Re. of Berth No. 3 is only allowed for transhipment of vinyl chloride 
dehions, (class 2, UN No. 1068) and its residue LE and HE or ethylene 
Und de (subclass 3.2, UN No. 1184). 
tom on following conditions Berths No. 2 and 3 can be used by ships 
000 — 12,000 d.w.t.: 
Ship's le 
Single tan 
(a) with 
(0) wi 
2900 cu, 


h not more than 137 m. 
size of ship: 
Ethylene dichloride cargo not more than 3,100 cu. m. 


ey chloride monomer cargo and ethylene not more than 


~~ 
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Ships of more than 120 m. length must be berthed with 1 additional 
Atlas-spring line fore and aft. The lines are available from shore, if the 
ship does not have her own. 

Berths may only be used by gas and chemical tankers which conform 
with IMO recommendations and which have a valid certificate to that 
effect as follows: 

1. Resolution A 328 (IX) Code for the Construction and Equipment 

of Ships carrying liquefied Gases in Bulk, 

2. Resolution A 329 (IX) Recommendations concerning Ships not 

covered by the Resolution 328 (IX), 

3. Resolution A 212 (VII) Code for the Construction and Equipment 

of Ships carrying dangerous chemicals in Bulk. 

All stores, fresh water exempted, must be taken onboard from 
seaward side. These activities are prohibited during cargo handling or 
taking ballast. 

Also see under “General”. 

Harbour areas (NWO, Beta and ICI) may be exceptionally navigated 
by auxiliary and supply vessels if this is absolutely necessary for the 
transhipment or ship operations according to Port Regulations, providing 
these vessels comply with the safety requirements. All other vessels are 
excluded. 

At the “Niedersachsen Bridge” it is necessary to order a bunker vessel 
in advance. 

Also see “Developments”. 

Report: Berth Approaches: The main affect on ships approaching the 
berth results from the flood or ebb current setting South or North nearly 
parallel to the berth. 

It is of extreme importance that a ship which has to turn before berthing 

reduces speed in ample time and does not commence turning until its 
speed over the ground is reduced to zero. Ships scheduled to berth port 
side to NWO Berth No. 4 should start the turning manoeuvre in the 
fairway about 800 m. North of the berth. 
NWO-Terminal (Nordwest-Olleitung): Cautionary Advice: Due to the 
strong current at the berths of up to 4 knots, extreme care should always 
be taken to keep the ship moored safely alongside the berth with all 
mooring lines tight. Especially during off-setting strong winds and with 
the tide changing, the moorings must be watched carefully. Shore wires 
are available. 

Berthing Procedures: Berth No. 4: All max. sized ships planned for 
this berth will run on a time schedule without anchoring from German 
Bight Lightvessel to the berth. Ships are normally scheduled to arrive 
at the turning position about 800 m. North of the berth 2 hours/30 minutes 
before Slack High Water, then turned if flood tide manoeuvre, then turned 
and backed up to the berth mooring port side to. It is emphasised that 
the ship should be stopped over the ground before commencing the 
turn and ships must not be turned off the berth itself. If the ship is behind 
schedule and the ebb current has started to run, the ship will then berth 
without turning and moor starboard side to. 

The angle of approach should be as small as possible. 

DENSITY: Brackish water. 

BRIDGES: 3 swing bridges affect entering inner harbour; these are 
opened to coincide with lock opening times. 

STEVEDORES: 24 hours’ notice required. Bulk cargo discharge rate 
about 150 t.p.h. 

MEDICAL: All medical facilities available. 

FRESH WATER: Available by pipeline. 

FUEL: All grades available. 2 days’ notice required. 

CONSULS: Denmark Tel: 41061. Sweden Tel: 26266. Finland Tel: 8021. 
REPAIRS: Facilities available for all deck and engine repairs. Repairs 
affecting main engine or steering gear intended to be carried out at the 
berths or at Wilhelmshaven Anchorage, must be authorised by NWO, 
Beta and Port Authorities, when sufficient security tugs will be ordered 
to stand by. No additional charge for tugs if ordered before arrival. 
Permission for repairs depends on prevailing weather conditions and 
should be requested before arrival. 

DRY DOCKS: One slipway at Neue Jade Wertt, lifting capacity about 
1,000 tons. Floating docks at Arsenal (navy yard), only for navy 


purposes. 
GANGWAY/DECK WATCHMEN: Shore watchman recommended to 
attend telephone. 
OPENING/CLOSING HATCHES: Usually by ship’s crew. 
CUSTOMS ALLOWANCES: Oil port is Customs free port. In dock 
harbour each man allowed 5 cigars or 40 cigarettes, or 50 grams tobacco 
and 50 pieces of cigarette paper; 1 unopened bottle wine/spirits. 
REPATRIATION: All facilities available. 
AIRPORT: Local airport at Wilhelmshaven-Mariensiel, available for 
helicopters and small aircrafts. Nearest international airport at Bremen, 
distance 102 km. 
TIME: GMT plus 1 hour. GMT plus 2 hours (last weekend in March to 
last weekend in September). 
HOLIDAYS: ist January; Good Friday; Easter Sunday; Easter Monday; 
1st May; Ascension Day; Whit Sunday; Whit Monday; 3rd October; 
Atonement Day; Christmas Day; Boxing Day. Work may be arranged 
on all days. 

Not observed in oil ports. 
POLICE/AMBULANCE/FIRE: 

Police: Tel: 110. 

NWO Oil Port: Fire/Ambulance Tel: 621. 

ICI: Jetty Operator Tel: 882 460. 

Fire/Ambulance Tel: 882 310. 

Niedersachsen Bridge: Fire/Ambulance Tel: 112. 

Dock Harbour: Tel: 112 or 26121. 
TELEPHONES: May be placed on board all tankers in oil port. At some 
locations in dock harbour, installation by Post Office, who require 2 days’ 
notice. 
SERVICES: All services available including tank-cleaning, diving, 
compass adjusting, etc. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Shore passes are only issued for crew 
members and passengers of those nationalities that normally require a 
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Visa to enter the Federal Republic of Germany. No shore passes are 
issued for crew members and passengers who do not require a Visa to 
enter the Federal Republic of Germany, Seaman's Book or Passport is 
sufficient. 

Shore issued to passengers are chargeable. 
GARBAGE DISPOSAL: All berths are fitted with garbage containers for 
the disposal of “normal” garbage; no charges. All garbage due to cargo 
handling or any special garbage such as paint drums, batteries etc., has 
to be removed on ship's request and account. For further detailed 
information contact Port Authority. 
WASTE OIL DISPOSAL: All residues coming under Marpol 73/78, 
Annex |, may be delivered ashore free of charge. 24 hours advance 
notice to Port Authority is necessary. Wastes must not be mixed 
inadmissibly; available capacity approx. 800cu.m. For further 
information contact Niedersachsisches Hafenamt Wilhelmshaven 
(Captain Boge or Captain Pape). 
SEAMAN’S CLUBS: No Seamen's Club in the port of Wilhelmshaven. 

“Seemannsheim” (kind of hotel) offers bed and meals for seamen 
awaiting vessels. Church services, coach tours, etc., may be arranged 
on request. Address: Deutsche Seemannsmission, Hegelstrasse 11, 
2940 Wilhelmshaven. Tel: (04421) 404610. 
CURRENCY: Deutsche Mark (DM). 

U.S.$ 1.00 = 1.69 DM. 


U.K.£ 1.00 = 2.51 DM 
Sw.Fr.1.00 = 1.18 DM 
FFr.1.00 = 0.29 DM. 
NKr.1.00 = 0.23 DM. 
Ptas 100 = 1.22 DM. 
Yen 100 = 1.59 DM. 


A$ 1.00 = 1.19 DM. (24.3.94). 

GENERAL: Federal Republic of Germany — Jade. On the River Jade 
from the sea to Wilhelmshaven all vessels are to observe the following 
regulations. 

1. Absolute prohibition of head-on passage and overtaking for 
vessels confined to the dredged channel with each other. 

2. Local prohibition of head-on passage for vessels amongst 
themselves with 
(a) draft exceeding 13.5 m., 

(b) length exceeding 250 m., 

(c) extraordinary pushing and towing units 

within following fairway areas: 

- between buoy pairs 15/16 and 19/20 (circumnavigation 
Minsener Oog) 

- course change areas at buoy pairs 3/4 (channel entrance), 
33/34 and 45/46. 

3. Vessels confined to the dredged channel may navigate with the 
same tide phase only when keeping a longitudinal distance of 
5 nautical miles amongst each other within the channel. 

4. Prohibition of head-on passing and over-taking for tankers 
carrying cargoes as per No. 1 of Annex 1 (list of subtances) i.e. 
gases, ethylene dichloride or vinyl chloride monomer with each 
other and with all other vessels exceeding 3,000 d.w.t. within 
ree navigation stretches:— between buoy pairs 15/16 and 

/20. 

4.1. Vessels confined to the dredged channel, i.e. constrained by their 

draft, have right of way on the above mentioned stretches. 

5. The observance of these directions will be controlled and, if 
necessary, regulated by the above-mentioned VHF radio station, 
whose instructions are to be followed. 

Urgent ws police measures may also be executed by Water 
Police (blue hulled vessels with inscription “WASSERSCHUTZPOLIZE!”" 
within the Territorial waters of the Federal Republic of Germany). 

6. Continuous radio contact with radio station “Jade Revier Radio” 
must be made 
- between buoy “JW5/Jade 1” or river entrance inward and buoy 
pairs 33/34 on VHF Channel 63; 

- between buoy pairs 33/34 and all waterway areas inward of this 
position on VHF Channel 20. 

Remark: Shore based radar assistance will be given on the 
respective VHF channels. 

7. When vessels are meeting on reciprocal or nearly reciprocal 
courses each shall alter her course to starboard. 

During the Peace bs of vessels carrying cargoes as per No. 1 of 
Annex 1 (list of substances) with each other or with other vessels 
the greatest possible lateral distance has to be kept. 

8. Vessels proceeding within the fairway have right of way against 
vessels which 
(a) enter the fairway, 

(b) cross the fairway, 
(c) turn within the fairway, 
(d) leave their anchorages. 

9. Particular attention is drawn to the observance of the obligation 
to the shipping authorities prescribed as per Section A, Part Il, 
No. 3 of the additional regulations to the traffic regulations for 
waterways navigable by seagoing vessels in the Federal Republic 
of Germany of the Wasser- und Schiffahrtsdirektion Nordwest. 

10. Inward of Jade Buoy No. 33, entering tankers with draft exceeding 

16.50 m. must be escorted by tugs with total minimum bollard 
pull capacity of 45 tons. 


Regulations Within the Entrance to the Sea Lock — New Outer Harbour 
- oe Vorhafen) and the Sea Lock in Wilhelmshaven (extract of 
rules): 
1. Areas within the Outer Harbour and the Sea Lock belong to the 
safety zone of Naval Base. 
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2. Port Authority within these areas is the Naval Port Captay 
Captain is attainable on working days between 0700, 
1530 hrs. via Wilhelmshaven Naval Port Radio o 
Channel 11. ' 

3. Traffic direction inward and outward Sea Locks is Pertome 
Wasser- und Schiffahrtsamt Officials. 

4. Use of port facilities may be restricted or refused in Conseqy 
of certain reasons if deemed necessary by Port A it 

5. Vessels with dangerous cargoes have to obtain Se 
authorisation issued by Port Authorities and civil perm 
before entering. 

6. Between breakwater (harbour entrance) and locks, NOn-my 
vessels have to navigate within a 100 m. wide sector to Doth: 
of leading line. 

if yeeetis exceeding 150 g.r.t. may be obliged to take a Hes 

ilot. 

8. Vessels are obliged to give notice to the radio 
“Wilhelmshaven-Lock” on VHF Channels 16/13 before 
Naval radio station is operating on VHF Channels 16/11, 

9. Lock signals and preliminary lock signals are to be obse, 
This applies also to signals given by Naval Authorities. 

10. Military safety zones must be passed at reduced speq, 
without delays. Bow anchors must be kept ready to drop. 

11. Sport vessels may not hamper other vessels. 

12. Only in cases of distress is it allowed to go alongside with: 
Outer Harbour. 

13. Bathing, diving and use of pyrotechnics are not allowed. 

14. Pollution of water within harbour areas is prohibited. 


DEVELOPMENTS: Liquid Gas Berth: To the North of Beta Oil Tem 

The existing ICI Terminal (See “Tankers”) is planned to be extey 
for transhipment of L.N.G. 

“Lower Saxony’ Bridge’ (Niedersachsen Bridge): » 
“Niedersachsen Bridge” is to be extended. It is planned to 
facilities for the loading and discharge of large vessels up to 25) 
d.w.t. with dry and liquid bulk cargoes. 

Dredging: Maintenance dredging in progress. 

ANNEX NO. 1: 

(List of dangerous substances which have to be reported) Annex} 
the traffic regulations for waterways navigable by seagoing vesss 
the Federal Republic of Germany: 


IMDG 
Code 
1. Liquified Gases No. 
Acetaldehyde 1089 
Ammonia, anhydrous, liquified or ammonia 1005 
Butadiene, inhibited 1010 
Butane or butane mixtures 1011 
Butylene 1012 
Chlorine 1017 
Dimethylamine, anhydrous 1082 
Ethyl chloride 1037 
Ethane, refrigerated liquid 1961 
Ethylamine (monoethylamine) 1036 
Ethylene, refrigerated liquid 1038 
Ethylene oxide 1040 
Methane, refrigerated liquid or 
Natural Gas, refrigerated liquid 1972 
Methyl acetylene and propadiene 
mixtures, stabilized 1060 
Methyl! bromide 1062 
Methyl chloride 1063 
Propane 1978 
Propylene 1077 
Sulphur dioxide, liquified 1079 
Vinyl chloride, inhibited 1086 
IMDG 
Code 
2.Chemicals No. 
Absorbent A 1 1992" 
Absorbent A 2 1993" 
Absorbent A 3 1993 
Acetic acid, glacial or 
Acetic acid soiution, more than 
80% acid, by weight 2789 
Acetic anhydride 1715 
Acetone 1090 
Acetone cyanohydrin 1541 
Acetonitrile 1648 
Acrylic acid, inhibited 2218 
Acrylonitrile, inhibited 1093 
Adiponitrile 2206 
Alcohol, denatured 1986/1987" 
Alcohol, industrial 1986/1987" 
Ally! alcoho! 1098 
Allyl chloride 1100 
Aminoethylethanolamine = 
Aniline 1547 
Benzene 1114 
Benzyl chloride 1738 
lsobuty! acrylate, inhibited 2527 
Butyl acrylate, inhibited 2348 
Buty! alcoho! 1120 
Butyl ether 114 
Normal butyl methacrylate 2227 
Isobutyraldehyde 2045 
n—Buthyraidehyde 1128 
Camphor oil 11% 
Carbolic oil - 


mes wet AMI AAARA  AQAAAAAON 


»C micals (continued) 
- isuiphide 


7 
8 


-niorosulfonic acid with or without 
trioxide 


che dag 
Beso (or ortho—, meta—, para) 
Crotonaidehyde, inhibited 


pecneranone 


GeotaeHBIS amine 


joroethane 
Lae oroethane 
enloroethyl ether 
dichloromethane 

(Methylene chloride) 

1 | Sichloropropane 
1.2-Dichloropropane 
13-Dichloropropane 
13-Dichloropropene 
2 secon opene 


Diethyl ar (Ethyl ether) 
Dimethylamine, solution 
Dimethyl ethanolamine 
Dimethylformamide 
14-Dioxane 
Disopropylamine 
Epichlorohydrin 

Ethyl acrylate, inhibited 


Ethyl benzene 

Ethylene chlorohydrin 

Ethylmethacrylate, inhibited 

Ethylene cyanohydrin 

Ethylene diamine 

Ethylene dibromide 

Ethylene glycol monoethyl ether acetate 

Formaldehyde solutions (45 % or less) 

Formic acid 

Furfural 

Gascondensate 

Heptane, and its isomers 

Hexane, and its isomers 

soprene, inhibited 

Ugnite tars 

Mesityl oxide 

Methylacrylate, inhibited 

Methylalcohol (methanol) 

Methyl isocyanate or methylisocyanate 
solutions 

Methyl methacrylate, monomer, inhibited 

Methylstyrene 

Monoethylamine solutions (72 % or less) 

Nerozene 


Motor fuel anti-knock mixtures 

Nitric acid (70% and over) 

'- or 2-Nitropropane 

} ned (ortho—, meta—, para) 


Paraldehyde 
Pentachloroethane 
Phenol, molten 
Phenylisocyanate 
rusoxychloride 
strichloride 
horus, white, molten 
Phosphoric acid, liquid 
onic acid, solution containing 
no less than 80 % acid 
'S0-Propylalcohol 
'So-Propylamine 
Pepys 
'S0-Propylbenzene (Cumene) 
Propylene oxide 
ine 
ndensate 
Sodium hydroxide, solution 
mario acid 
nNé monomer, 
Tupenting er, inhibited 
u |122-Tetrachioroethane 
loroethyle 
i ‘ean lene (Perchloroethylene) 
ne es 
ylbenzol) 


diisocyanate 
Tene hylene 
} 1-Trichloroethane 
lamine 


Vi yeand iso-Valeraldehyde 
Ven acetate, inhibited 
yl ether, inhibited 


ne 


GERMANY 
IMDG 
Code 
2.Chemicals (continued) No. 
Vinylidene chloride, inhibited 1303 
Vinyl toluenes, inhibited 2618 
Xylenes (Dimethylbenzene) 1307* 
3. Mineral (crude) oil and mineral oil products. 
4. Remarks: 


* Substances listed in IMO Code for Gas and Chemical Tanker 
for which the Code does not apply. 

** Substances not listed in IMO Code for Gas and Chemical 
Tankers. 


ANNEX NO. 2: Data of Wilhelmshaven Sea Lock: 

Operation hours of Wilhelmshaven Sea Lock: 
Monday-Friday 0600 — 1830 hrs. 
Saturdays 0630 — 1600 hrs. 
Sundays and holidays 0800 — 1600 hrs. 

Beyond these hours the lock will be operated only for commercial 
shipping when service is ordered to the Lock Master on VHF Channel 
16/13 (call “Wilhelmshaven Lock”) or telephone (04421) — 304084/ 
26311 as follows: 

1. Lockage between 0000 hrs. and commencement of normal operating 
hours to be ordered on the day before up to 1200 hrs. 

2. Lockage between termination of normal operating hours and 2400 hrs. 
to be ordered on the same day until 2 hours before end of operations. 

Dimensions of Wilhelmshaven Sea Lock: 


Length between gates 390 m. 
Length usable 360 m. 
Breadth between lock-basin walls 60 m. 
Breadth between fenders 57 m. 
Depth (above mean high tide) 14.75 m. 
(Vessels in ballast up to 250,000 d.w.t. have passed without 
difficulties.) 


In case of doubt, German text of lock regulations is authoritative. 


ANNEX NO. 3 

Wasser- und Schiffahrtsamt 
Wilheimshaven 

3-332.3/4 


Wilhelmshaven, the ...... ORE See 19... 


fra 
Official Permit of Navigation 
No. /19... 

The Master of the tanker “.................-. " has been granted 
official permission to navigate the Jade shipping channel on account of 
the at ail Heine by the opre Agency ............... , dated 
LL eorecncettcaton! OP wieeestremectenceniclt LT teeeace and in accordance with the 
pon grit eral in §57 pce reph 1, No. 1 of the Traffic 

ulations for Navigable Waterways (Seeschiffahrtsstrassen- 
nung) dated the 15th of April 1987 (Federal Gazette Bulletin |, Page 
1266-1286) - last change 19th April 1991. The transfer of this permit is 
only allowed with authorisation by the Waterways and Shipping Board 
(Wasser- und Schiffahrtsamt) Wilhelmshaven. 

The validity of this permit is limited until the ......... OR Saas, 19. and 
applies only to a single passage of the Jade shipping channel in inward 
and outward bound directions. 

The permit does not authorise the holder to encroach on or to prejudice 
the rights of third parties or to encroach on or to take into use objects 
being in possession of others neither does it supercede any necessary 
administrative measures in connection with any other lawful regulation 
or any agreements of a private and legal nature which may be, if 
occasion arises, concluded with the Government of the Federal Republic 


of Germany. 
The following documents/statements are binding for the grant of this 
permit: 
(a) The proposal of the ay abe ict APE Ser SAC CERT ORES 
Wilhelmshaven, dated the ........... Co eee ea LU: ee 
(b) The technical data of the nel delivered with the above named 
application. 
This permit is issued subject to the following conditions and 
tag 


. Shore based radar assistance has to be ordered well in time 
before commencement of river passage at the Wilhelmshaven 
VTS Centre via “German Bight Traffic” (VHF Channel 16/80/79) 
respectively “Jade-Traffic’” (VHF Channel 16/20/63). 

2. In case of a visibility of less than 1,000 m. the entrance into the 
Jade shipping channel or the departure from a berth or anchorage 
is not permitted. 

3. In case of wind in gale force (Beaufort 8) or more, the 
commencement of river passage is not permitted. 

4. Inward bound the relative speed of 10 knots over the ground, laid 
down in the tidal navigation schedule for the Jade up to the light- 
buoy “45” must be complied with, taking into account the maritime 
traffic within the channel. 

5. Prior to commencement of the channel passage, tidal gauge data 
must be obtained sufficiently well in advance to ensure that the 
tide will permit an underkeel clearance (UKC) during the entire 
passage until vessel is taken over by tugs or has left the channel 
seawards as follows: 

(a) From Buoy No. “JW5/Jade 1” to Buoy No. “23”: 1.97 m. 
(b) From Buoy No. “23” to Buo’ vA No. “45”: 1.93 m. 
(c) From Buoy No. “45” to NWO-Jetties: 1.75 m. 

6. Before commencement of the passage, it is essential to ensure 
that the complete propulsion and steering equipment as well as 
all other manoeuvre and anchor devices are capable of operating 
without any restrictions, even when subjected to the increased 
stresses resulting from extreme manoeuvring conditions. 
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7. Should the passage in the channel need to be interrupted, for 
any reason whatsoever, the immediate assistance of a sufficient 
number of tugs must be requested in order to maintain the ship 
on its course in the shipping channel, or, if necessary, to allow 
the ship to be turned within the channel, taking the draft into 
account. 

8. The turning or mooring manoeuvre must be carried out with 
adequate assistance of tugs in the manner mandatory in the 
harbour of Wilhelmshaven. Up to fresh breeze (5 Beaufort) total 
pulling force of at least 165 tons (depending on draft/freeboard) 
is necessary. 

In case of near gale (6-7 Beaufort) a pulling force of at least 
208 tons (depending on draft/freeboard) is necessary. 
The total pulling force must be distributed among at least 6 tugs. 

9. The conditions and stipulations contained in the above 
paragraphs 1-8 apply also to the casting-off manoeuvre and to 
the subsequent return seaward passage. For the casting-off 
manoeuvre, depending on wind conditions and with agreement 
of the pilots, the number of tugs and total pulling force may be 
reduced, provided that the safe performance of the manoeuvres 
is ensured. 

This permit is issued subject to the following stipulations and 
instructions. 

The right to issue any future necessary additions, amendments or 
supplements to the above instructions, or the right to cancel the permit 
is reserved, should this be deemed necessary to ensure the safety and 
the easy flow of shipping traffic or the prevention of dangers caused by 
shipping operations. 

This permit can be cancelled immediately when one of the above 
specified conditions and stipulations is not observed. 

Charges: 

In connection with the issue of this permit and in accordance with 
No. 2 of the Tariff for official functions of the Federal Waterways and 
Shipping Administration dated the 13th September 1989 (Federal 
Gazette Bulletin 1, page 1666 - 1671). 

a fee of ......... DM 
has been laid down. 

These charges shall be made payable, free of charge to the recipient, 
to the Federal Pay Office (Bundeskasse Bremen) — Account No. 
29001011 at the Central Bank of the State (Landeszentralbank 
Bremen), sonar te the cash remark “1203 -— 11101 WSA 
Wilhelmshaven”. Only payments to the above named account will 
release vessel from liability to pay. 

Advice in respect of judicial right: 

An appeal against this decree can be lodged with the Waterways and 
Shipping Board (Wasser- und Schiffahrtsamt) Wilhelmshaven, 
Mozartstrasse 32, within one calendar month, either in writing, or by 
appearing in person to ng stead an appeal. 

In cases of doubt, the German issue of this permit is authoritative. 

Wasser- und Schiffahrtsamt 
Wilhelmshaven 
Captain Stockhorst (Waterway and Shipping Board) 


SHIPMASTER’S REPORT: Beta Sea Island (Platform): (Updated 1994). 
Position: Between Jade River Buoy Nos. 18 and 19. 
Pilotage: Sea Pilots (2) board/leave at German Bight Lightvessel by 
helicopter. 
Berthing Pilots (2) board/leave about 2 to 3 miles North of Sea Island 
by launch. 
Pilotage straightforward to “Weser Pilot Station” where river passage 
ins. 
wo bad bends here make strict attention to steering and helmsman 
necessary. 
Passage Time: 
Inward (VLCC — half cargo) 


Sea Pilotage 3 hours 50 minutes 

Berth Pilotage 54 minutes 

Mooring 57 minutes 

Pilotage distance 41 miles 
Outward (VLCC — Ballast) 

Berthing Pilotage 39 minutes 


Sea Pilotage (to 8 miles 
South of Light 
Vessel) 2 hours 24 minutes 
Pilotage distance 31 miles 
Helicopters: Base for the 3 German rivers at Wilhelmshaven. 

First contact 1 to 2 hours before arrival at Deutsche Bucht Light Vessel 
via Norddeich Radio Channel 16-27 when ETA confirmed and that 
vessel is familiar with helicopter procedures. 

Thereafter continuous watch on Channel 16 VHF until helicopter 
contact will require continuous calling on 410 kHz and listening out on 
Channel 9 VHF until operation completed. 

Berthing/Unberthing: Carried out at slack water only. Deep laden VLCCs 
on HW only. Ballast or half-loaded VLCCs on either slack water. Deep 
laden VLCCs can only proceed inward on flood tide. 

River passage at Buoy No. 3 begins about 4 hours before local HW 
at Wilhelmshaven and is proceeding according to fixed tide schedule. 

Minimum underkeel clearances to be observed: 

1. Inward bound: 
(a) From Buoy No. “JW5/Jade 1” to Buoy No. “23”: 


(b) From Buoy No. “23” to Buoy No. “45”: 
(c) From Buoy No. "45" to NWO Jetties: 
2. Outward bound: 

jetties to sea: 15%. 
Tugs: Six tugs used for any VLCC movement, 1 forward, 1 aft and 
4 “pushers”. Additional tugs have to be ordered well in advance. 
Moorings: Standard VLCC mooring arrangement. Springs run out first. 
Cargo: 4x 16 in. Chicksan booms available. Discharge rates compatible 
with modern VLCC facility. Official outturn figures average 1.5% less 
than ship figures. 
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Crude Oil Washing: Subject prior permission this is allowed. 

Air Pollution: Monitoring of gas emission from tank venti 
carried out during ballasting. If readings high, ballasting rate Mug 
adjusted to keep readings within set parameters (parameters . 
known). ‘ 
Documentation: As per “Guide”. Important that Certificate of Fi 
Responsibility is on board otherwise vessel fined (up to a Maximy, 
D.M. 10,000). , 
Shore Leave: Permitted. Ferry is on call when required from Islang, 
mainland berth. Refinery jeep is then on call from Gate House ) 
forbidden to walk in Refinery area. Taxis can be called from G 
General: The Sea Island is in the “free port” area, therefore, no 
effects lists or other customs problems. Authorities  inflexi. 
certification problems arise (Certificate of Financial Responsibility, 


SHIPMASTER’S REPORT: April 1988 (updated 1990). 

Chart: B.A. Chart No. 3669. 

Pilotage: Pilot boards by motor boat from the seagoing Jade/Wese,p, 

Cutter which is stationed about one mile S.E. of “Weser” Lanby 

boarding, the Pilot requires the Tanker Check List. 

Pilots change just North of the berth on entering and leaving, Jp 
from pilot vessel to ICI Berth is about 2 hours. 

Tugs: Tugs are not used by small vessels but standby astern wy 

vessel alongside. 

Berth: The IC! Berth is 5 miles North of Wilhelmshaven and extends» 

approximately 0.75 miles. There are 3 berths (Nos. 1, 2 and 3), but 

Berths No. 2 and No. 3 are used and these are inside of the 'L’ 

section. Maximum depth at Chart Datum on Berths No. 2 and No}, 

8.5 m. 

Berth No. 2 (North) is for Ethylene and Berth No. 3 is for VOM» 
EDC. Vessels normally berth port side to heading South. 

Mooring at each end consists of 7 lines (3 head/stern lines, 2 brew 
lines and 2 springs). Mooring and unmooring is carried out quickly 
the use of a mooring boat. 

Fire wires must be tended at all times and must be between 1, 
and 2.0 m. above the water. 

Cargo: Berth No. 2 (Ethylene): Liquid and vapour return are 6; 

Chicksans. Vapour line not normally connected during di 

Normally warmest temperature accepted is —101° C. Shore can ang 

vessels maximum pumping rate in the daytime but is reduced at ng 

We averaged 149 t.p.h. with the maximum being 175 t.p.h. 

On completion the arms are cleared with ship’s hot gas for ay 
20 minutes. 

Berth No. 3 (VCM and EDC): Separate lines are provided for ex 
product. The liquid loading line is 8 in. and the vapour return line is 4: 

Due to shore power difficulties the pumping rate is reduced after d 
when the shore lighting is on. This is due to Grid distribution which enia! 
the shore booster pump being shut down. This in turn reduces h 
pumping rate by half. On occasions ships are not berthed at night # 
is not worth accepting the low se oid rate. 

In Winter discharge can be prolonged to 36 hours whereas in Sum 
it is normally 12 hours. 

The surveyor handles most of the paper work, except Notice: 
Readiness, which is accepted by the Loading Master. 
Documentation: The berth is within a free trade area, therefore no Om 
Declaration or Stores Lists required. The Immigration Officer boards» 
arrival and on departure in order to check all non-EEC passport hold: 
Shore passes are issued to non-EEC passport holders and musi® 
handed in prior to departure. 

Facilities: Fresh water is available from the pier and is metered. 
There is a telephone at the control pier which is metered. 
Lorries delivering stores are permitted to within 100 m. of the sh 

side. Berth crane available. 

Mle shore gangway is available and is landed on the forecastle ons 
ships. 

No barges allowed alongside during cargo operations. 

The Water Police board the vessel on arrival and check all certifica® 
and the Oil Record Book. The Oil Record Book must be completely # 
to-date and carefully compiled and signed by both the Master and® 
Chief Engineer. For gas vessels Cargo Oil Record Book not requit 
The Water Police required a copy of the Tanker Check List. 


AUTHORITY: 
1. Waterway Authority: (Competent for nautical affairs and concems: 
waterway maintenance, traffic directions and surveillance, aids tom" 
navigation, shipping police, marine casualties within or with effec! 
Federal Waterways): 

Wasser- und Schiffahrtsamt (Waterways and Shipping Bo 
Wilhelmshaven. 

Address: Mozartstrasse 32, 26382 Wilhelmshaven, Germany. 

Tel: (04421) 186-0 (Operator), 186-335 (Nautical Office), 186 
(Nautical Office). (04421) 489-381, 489-382 (VTS-Centre, day ® 
night). 

Telex: 253407 Wsa W. (VTS-Centre). 

FAX: (04421) 186-308 (Office), 489-408 (VTS-Centre). 

Contact: Captain K.J.Stockhorst (Office). Captain D.Szech (V® 
2. Port Authority: Niedersachsisches Hafenamt Wilhelmshaven, New 
Strasse 10, 26382 Wilhelmshaven. Tel: (04421) 4800-0. FAX: # 
480099. Contact: Captain Boege or Captain Pape. 
3. Municipa! Port Authority: (Competent for harbour affairs © 
municipal harbour limits) Stadt Wilhelmshaven, Rai 
26382 Wilhelmshaven. Te/: (04421) 297256. 4 
AGENT: K.G. Fisser & v. Doornum GmbH & Co., Ringstrasse 4: 
26721 Emden, Germany. Tel: +49 4921 20373/75. Telex: 
Fax: +49 4921 20861. 
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GERMANY 
R: 53.54 N. 11.27 E (See Plan) 8ERTHING: The harbour is on the East side at the inner end of the 
wisMA ae . a entrance channel. 
- Quay Length Max. Draft Cargo handled 
DOCUMENTS ation. No. (m.) — (m) (ft.) 
Health a 1 158 7.62 25 Dangerous goods, 
3 Caw ger Lists 2 146 7.62 ~—25_| Timber, Pulpwood, 
Pee chores List. 3 100 5.80 19 J Grab cargo. 
Crew Personal Effects List. 4 172 8.23 27 
Documents. 5 179 8.23 27 General cargo. 
Ship's Certificates. 6 130 8.23 27 
On arrival Master to complete Master's Declaration and Master's 7 160 8.23 27 
Report. ; ‘ 8 182 8.23 27 General cargo. 
E: Pilot Station at Timmendorf on West coast of Poel Island 9 60 8.23 27 
PLOTAG to Fairway Buoy at Wismar. Call “Timmendorf Pilot” on VHF 
je to . + 
Peco 2, 2hours before arrival at “Wismar’ Buoy, and inform bs ae a ate 
Swismar Traffic’ on VHF Channel 14 at the same time. Pilot is 12 92 823 27 
sory for all tankers with oil, gas or chemicals, and all other types 
_— Pships of 500 g.r.t. and more. 13 120 8.23 27 Tankers 
Te see “Baltic Deep-Sea Pilotage”’. 14 169 "8-28 oT. rein 
ANCHORAGES: Anchorage in Outer Roads, North of “Hannibal” Shoal 15 149° 6.10 20 «Waiting Berth 
following positions: 16 149 6.70 22 No cargo operations 
2 54° 06’ 26" N., 11° 20’ 54” E. Baumhaus 88 4.88 16 Passenger ships 
ip) 54° 06’ 26"N., 11° 25’ 24” E. Querkai 67 
(c) 54° 04' 56” N., 11° 25’ 24” E. 17 273 4.88 16 - Sport boats 
id) 54° 04’ 56” N., 11° 20’ 54” E. 18 153 5.30 17 ft.5in. Chemicals 
The depths are 10.0 m. — 16.8 m. The bottom is sand and stones. 19 116 8.23 27 Ro-Ro 
Good anchorages and safe shelter can be obtained at the Inner 20 132 8.23 27 Grain, grab cargo 


Roads cue pt of the ship 135 m. = an e n" 

. he | R ; th of “Platte” and East of HOLIDAYS: New Year (1st January); Good Friday; Easter Sunday; 
earner fll A chi ti BP scrsth = Easter Monday; 1st May; Ascension Day; Whit Monday (May 23rd); Day 
(a) 53°59’ 50” N., 11° 20’ 3B of German Unity (October 3rd); Reformation Day (October 31st); Prayer 


53° 59’ 31" N., 11° 21’ 45” E. Day (November 18th); Christmas Day (December 25th) and 2nd 
i 53° 59’ 02” N., 11°21’ 47” E. Christmas Day (December 26th). 
id) 53° 58’ 22”'N., 11° 21’ 00" E. AIRPORT: Lubeck (Blankensee) 50km.; Hamburg (Fuhlsbuttel) 
(e) 53°58’ 30” N., 11° 20’ 42” E. 100 km.; Berlin-Schonefeldt 250 km. It is possible to arrange a helicopter 
The depths are 6.0 m. — 9.0 m. The bottom is sand and stones. service direct from Wismar. 


RESTRICTIONS: The Bay is sheltered from all winds. From the Fairway © TELEPHONES: No ship to shore communications. 

Buoy “Wismar’” to harbour entrance is about 16 miles (29.5 km.) and is SHORE LEAVE: Crew members permitted ashore. _ 

well marked with buoys and landmarks. IDENTIFICATION CARDS: Shore passes are only issued for crew 
ALA System “A” is used. members and passengers of those nationalities that normally require a 
in brackish water and with normal water level (5.0m. on the water Visa to enter the Federal Republic of Germany. No shore passes are 

gauge), vessels piloted by day and night with max. LOA 140 m., beam issued for crew members and passengers who do not require a Visa to 

31m. and draft 8.0 m. can safely enter. enter the Federal Republic of Germany, Seaman's Book or Passport is 
All ships with greater dimensions need permission for the Fairway Sufficient. E 

rom the Wasser- und Schiffahrtsamt Lubeck, and a permission for the Shore passes issued to passengers are chargeable. 

Harbour from the Port Authority Wismar. Please request your Agent to AUTHORITY: Authority for the Wismar-Fairway: Head Office: Wasser- 


make the application. und Schiffahrtsamt Lubeck, Moltkeplatz 17, 23566 Lubeck, Germany. 
All ingoing ships bound for Wismar with an LOA of 170m. and more _7e/: 0451/6208-0. FAX: 0451/6208-190. " 
have to call “Wismar Traffic’ on VHF Channel 14, if passing Fairway Local Office: Wasser- und Schiffahrtsamt Lubeck, Revierzentrale 


Buoy “Wismar” or the Buoy “Offentief’’. Give the next report, if you Wismar (Wismar Traffic VHF 16, 14), Alter Hafen/Baumhaus, 23966 

passed the Buoy 9, and Buoy 21 if you go alongside the quay with the © Wismar, Germany. Tel: 03841/452490. Telex: 318862. 

* Baumhaus (Wismar Port VHF 11), 2966 Wismar, Germany, Tel: 0984 1/ 
Between the Isle “Walfisch” and the harbour entrance at Wismar, the umhaus (Wismar Fo , ismar, Germany. fel: 

max. speed is 8.1 knots. From the harbour entrance at Wismar to the 50157 or 50158. FAX: 03841/50258. Contact: P. Neumann, Harbour 


quay, the max. speed is not more than 5 knots. Master. 
Note: The Fairway “Offentief’ is for ships with max. draft 3.10 m., and AGENT: Schiffsmaklerei AG, Kopenhagenerstrasse, Wismar. 
the Fairway “Flaggtief” is for ships with max. draft 3.00 m. Tel: 50118. Telex: 391301 smw. 


MAX, SIZE: Length up to 205 m., breadth up to 28.0 m. and draft up to 
7.65 m. with normal water level (5.0 m. on water gauge). 

HEALTH: Pratique given on arrival. In case suspected disease or fever 
on board, radio details to Agent or Harbour Master before arrival (Tel: 


09841-50189). 

RADIO/VHF: Lubeck Radio and Rugen Radio Stations keep a constant NOTES 

watch on Channel 16. PI iso advise Shipping Guides Ltd. 
\HF: “Timmendorf Pilot” on VHF Channel 12 (24 hours).  neiaeh coun ania cannes amen 


Wismar Traffic” on VHF Channel 14 (24 hours). 
Wismar Port” on VHF Channel 11, Monday — Friday 0700 hrs. — 
1530 hrs., Saturday watch only 0800 hrs. — 1200 hrs. 
TUGS: 1 tug of 750 h.p. available in the port. However, it is possible to 
oder more tugs through the Agent if sufficient notice given. 
Tug requirements: 
LOA up to 89.99 m. none 
90 m. — 119.99 m. 1 tug 
120 m. — 169.99 m. 2 tugs 
170 m. and more 3 tugs. 
Exemptions are possible. Please contact Agent. 


i HANDLING FACILITIES: Shore cranes of 6, 12, 16 and 


An “Atlant” crane of max. 50 tons. 
! mobile crane of 50 tons. 
3mechanical loaders for potash with a capacity of 9,500 tons per day. 
STEVEDORES: Working Hours: 
Monday — Saturday (1st shift): 0600 hrs. — 1400 hrs. 
M lay — Friday (2nd shift): 1400 hrs. — 2200 hrs. 
®al breaks: 1000 hrs. — 1030 hrs. and 1800 hrs. — 1830 hrs. 
Overtime by agreement. 
MEDICAL: Medical station with doctor in Old West Port and local 
ee notice to Agent required if medical assistance 


FRESH WATER: Available from shore hydrants at all berths. 
— Diesel oil and fuel oil available by barge or truck. 

FPAIRS: Repairs can be effected at “Meerestechnik-Schiffswerft” 
2% mot Tel: 03841-770. Fax: 03841-763624. Floating dock 145m. x 
<n. with lifting capacity of 5,588 tons. One floating crane of 100 tons 
TIME: & which is also employed for operations in the port. 


“a sd 1 hour. Summertime GMT plus 2 hours. (25th March — 
mber). 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle, 


Ghana 


GENERAL: 


DOCUMENTS: On 15th November 1988 the Ghana Ports and Harbours 
Authority announced that all Cargo Manifests must be received by the 
GPHA 7 days prior to the arrival of vessel, failing which there will be no 
Pag for the vessel. 

HEALTH: Pratique Procedure: 

1. The Port Health Officer or authorised officer shall grant Pratique to 
a ship as soon as the following conditions shall have been properly 
complied with: 

(a) The Master shall complete accurately to the best of his knowledge 
and belief a Maritime Declaration of Health Form. 

The Declaration shall be countersigned by a ship's surgeon if 
one is carried and shall be delivered to the Port Health icer or 
authorised officer. 

(b) The answers to the questions in the Declaration shall clearly 
indicate the absence of any infectious disease on board during 
the voyage or on arrival of the ship, and that the ship has not 
called at any infected area or had direct contact during the voyage 
with any ship from any infected area or having on board any case 
of infectious disease, and shall satisfy that Port Health Officer or 
authorised officer that the granting of Pratique shall not be 
attended by any danger. 

(c) The Master or any other person on board including a ship's 
surgeon, if one is carried, shall accurately and, completely ariswer 
any other questions put to him by the Port Health Officer or 
authorised officer in regard to the sanitary condition of the ship, 
the health of the passengers and crew or of any ship with which 
there has been direct contact during the voyage, and shall furnish 
any such officer with all such information and assistance as he 
may reasonably require. 

2. Inthe event of any suspected disease or fever on board a ship before 
arrival at the port and any other circumstances requiring the attention 
of the Port Health Officer, the Master shall: 

(a) Ifthe ship is equipped with a suitable radio transmitting apparatus 
and is due to arrive at a radio receiving port, send before arrival, 
either directly to the Port Health Officer or through an Agent 
approved by him, a radio message to that effect. 

(b) If the ship is not so equipped or is due to arrive elsewhere than 
at a radio receiving port, notify the Port Health Officer immediately 
on arrival of the presence on board of such infectious disease, 
or suspected conditions. 

Any radio message sent shall: 

(a) embody such of the items of information as are applicable; 

(b) be sent so as to reach the Port Health Officer not more than 
12 hours, and not less than 4 hours, before the expected arrival 
of the ship; 

(c) if it is in code, conform with the section relating to standard 
quarantine messages of the International Code of Signals. 

3. Any ship arriving at its first port of call in Ghana from a foreign port 
shall be deemed to have come from an infected local area, and shall 
be required to comply with the provisions as to flags and signal lights 
as prescribed until granted Free Pratique by the Port Health Officer or 
authorised officer. 

The following signals are to be shown on arrival within 3 miles of land, 
by vessels requiring or required to show their state of health: 

(a) in the daytime i.e. during the whole of the time between sunrise 
and sunset. 

(i) “Q” flag signifying “my ship is ‘healthy’ and | request free 
Pratique” or; 

(ii) “Q” flag over first substitute (“QQ”) signifying “my ship is 
‘suspect’, i.e. | have had a case or cases of infectious 
disease more than 5 days ago, or there has been unusual 
mortality among the rodents on board my ship” or; 

(iii) “Q” flag over “L” flag (“QL”) signifying “my ship is 
infected” i.e. | have had a case or cases of infectious 
disease less than 5 days ago. 

(b) by night i.e. during the whole of the time between sunset and 
sunrise, a red light over a white light, the lights being not more 
than 6 ft. apart shown at the peak or where the signal can best 
be seen from the shore, and exhibited only when the ship is within 
the presence of a port signifying “| have not received Free 
Pratique”. 

Any ship displaying the appropriate signal in accordance with the 
provisions of paragraph (3) above shall, as soon as practicable, 
be visited by the Port Health Officer or authorised officer, who 
shall grant Pratique or take such other steps as may be necessary 
before granting Pratique. 

4. A ship which has been granted Free Pratique at its first port of call 
in Ghana which has not been declared an infected area shall not be 
required to obtain further Pratique at another port in Ghana. 
Vaccination requirements In respect of persons arriving in Ghana 

All officers, crew and passengers of every ship arriving at any port in 
Ghana shall be in possession of valid Certificates of vaccinations against 
yellow fever and cholera. 

Where a person arrives at any port in Ghana and is unable to produce 
a valid Certificate as required, the Port Health Officer or the authorised 
officer shall require such person to be vaccinated on the spot or to 
present himself at a place or places for the purposes of being vaccinated. 

Under no circumstances should any officer, crew or passenger 
disembark if he is not in possession of any valid Certificate against yellow 
fever and cholera. 

CUSTOMS REGULATIONS: Pre-Entry System: 

Customs Authorities have introduced a ‘Pre-Entry System’ whereby 
importers are expected to process their Customs Bills of Entry in 
advance, at least 7 clear days prior to vessel's arrival, failing which a 
penalty is imposed by Customs on importer/consignee. To avoid a 
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situation where importers will hold Agent/Owners responsible for 

of penalties for late submission of Manifest with Customs, it is CSser5 
that shipowners are requested to let Agent receive all cargo Mahi 
at least 10 days prior to vessel's arrival in order for Agent to 
Customs Authorities advance manifest for the benefit of j 
Recently, most cargo documents have been received late and in 
cases manifests have been received when vessel is in por » 
suggested that manifests are airfreighted to ensure early receipt, , 


SALTPOND (Bonsu): 05.05 N. 01.00 W. 


LOCATION: 9 km. South of Saltpond village in position Lat. 05° 04’ 47) 
Long. 01° 00’ 25” W. 

TUGS: One tug available to assist with berthing and connecting 
BERTHING: Ship to ship transfer through 1,200 ft. floating hose. De» 
of water 85 ft. 

The platform “Agpi’ is permanently moored. The storage vess¢), 
named “Farmer”. Loading time for 20,000 tons is 24 hours. Produg, 
named “Saltpond Crude” or ‘‘Bonsu Crude”. 

OPERATOR: Agripetco Ghana Inc. 


TAKORADI: 04.53 N. 01.45 W. (See Play 


PORT LIMITS: Are shown on Admiralty Chart 3102 and covers an ay 
of about 1.5 miles to 2 miles outside harbour entrance. 
DOCUMENTS: 
Customs: 

2 Stores Lists. 

2 Lists Crew Personal Effects. 
Bill of Health. 
Crew Lists with dates of yellow fever inoculations (use Ghane 
Form No. 62 which is supplied by Agent). 
Passengers Lists or ‘Negative’. 
Vessel’s Itinerary Lists. 
Freighted Cargo List. 
Unfreighted Cargo List. 
Set Bills of Lading. 
Clearance from last Port. 
List of Narcotics. 
List of Stowaways (state ‘Nil’ if so). 
List of Arms and Ammunition (state ‘Nil’ if so). 
List of Mail (state ‘nil’ if so). 
List of Animals on board (state ‘Nil’ if so). 
Immigration Officer: 

1 Crew List (Ghanian Form No. 62). 

1 List Ports of Call. 

1 List of Passengers, if any. 

All crew and Passengers’ Passports. 

Advice to Immigration of any stowaway. 
PILOTAGE: Pilotage compulsory. Pilot boards within port lims 
International code signals used. Vessels to call “Takoradi Port Cont 
on VHF Channel 14 when about 30 miles off, to confirm ETA. 
ANCHORAGES: Vessels may anchor outside the harbour without Pit 
Depth at moorings 22 ft. to 35 ft. 
RESTRICTIONS: Depth at harbour entrance 35 ft. MLW. 
MAX. SIZE: Up to 28 ft. draft for berthing alongside. Up to 33 ft. at bu 
Also see “Tankers”. 
HEALTH: See “General” before first Ghana port. 
RADIO: Radio Takoradi. The station is a Coast Station and 0° 
operates on HF and MF equipment. The call sign for this station is 0 
VHF: Signal station Channel 14. 24 hour service for all information 
regard to Pilots, berthing, etc. 
RADAR: No radar services available. : 
TUGS: 3 tugs available. Tugs usually join the vessel outside »* 
entrance. Tugs’ assistance is compulsory. Usually one tug is assg* 
to vessels with a bow thruster. 
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BERTHING: 
Length 
Berth of Berth Max. Draft 
(m.) (m.) 
Manganese 157 (Max.LOA) 8.6 
2 (Ro-Ro) 169 F=6.0 A=7.5 
2 153 8.0 
3 153 8.0 
4 183 8.6 
5/6 225 9.5 
Oil 183 (Max.LOA) 8.9 
Buoys Forward Aft 
1 195 (Max.LOA 180 m.) 10.36 10.97 
3 193 9.2 9.6 
4 181 8.4 9.0 
5 176 dab 8.7 
6 174 7.5 79 
7 150 7.0 7.0 
8 91 6.0 6.5 


eS: There are 9 portal cranes at the Port after the restoration. Of 
CRAN > cranes of 15 tons each lifting capacity are at the main wharf 
needing and discharging of vessels. 4 cranes of 3 tons each lifting 
ee, are placed at the West Wharf to cater for loading and 
capacity cocoa, cocoa products and other commodities. 3 cranes of 
vc ions are available at the Log Whart for discharging lorries and wagons 
, s and sawn timber from the countryside and loading same on to 
ob and into lighters for vessels loading at the buoys. There are 
cranes at the Cargo Platform. Instead, a mobile crane of 14 tons is 
S Forklifts are used to load and discharge cargoes. In addition there 
ntries for loading and discharging sawn timber. There are no 
pods at the buoy berths and ships are expected to use their own gear. 
uiso there are no floating cranes at this Port. ; 
BULK CARGO FACILITIES: There are 2 berths for the loading of dry- 
sulk cargo — Manganese ore and bauxite. In the case of grain, coal, 
eiisers, sulphurs, copra, etc., discharge can be done at any of the 
berths. The loading rate of manganese ore is approximately 
243 long tons per hour; and the loading rate of bauxite is 330 long tons 
f. 
SECIALISED CARGO HANDLING FACILITIES: Vessels usually use 
‘eir own derricks for loading and discharging containers. The Port's 
\afi trailers handle the containers on the quay. 

foo vessels with their own specialised cargo gear are handled. 
BRIDGES: There are no bridges at the port. q 
STEVEDORES: Berthing meetings are held daily between the Port 
iuthority and all Port Operators with the view to determining ETA and 
ETD of vessels to enable the stevedoring companies to arrange for 
gangs and determine the relevant rates and charges. 

Normal working hours: weekdays 0700 hrs. to 1200 hrs. and 1400 hrs. 
1700 hrs. Saturdays 0700 hrs. to 1200 hrs. 

Gangs required for Sunday work should be ordered before 1130 hrs. 
gevious day. For weekday work, gangs should be ordered before 
1500 hrs. previous day. 

MEDICAL: It is absolutely necessary for the Agents to be notified in 
advance of the required medical attention so that necessary 
arangements for medical exercise be carried out immediately on the 
vessel's arrival. Also see “General — Health”. 

TANKERS: Oil tankers moor on the North side of Lee breakwater. 
‘berth suitable for ships of 183 m. length, draft 8.9 m. 

Pipeline: 805 m. long, pipe size 8 in. for all grades of petroleum and 
Bitumen. 

Discharge Rate: 


Petroleum — Premium Mogas 150 t.p.h 
W-fems Mogas 150 t.p.h 
A.G.O. 200 t.p.h 
Kerosene 200 t.p.h 
Bitumen — 80/110—142 cu.m./hr. 


60/70 —154 cu.m./hr. 
12/18 —337 cu.m./hr. 
DENSITY: Salt water. 
FRESH WATER: Delivery at berths and buoys is by means of water 
or of 448,000 gallons capacity. The rate of delivery is 11,000 g.p.h. 
FUEL: 2 grades available, fuel and gas oil. Advance notice is necessary. 
Fuel — supplied through pipelines. 
Gas Oil — supplied by mobile tanker. 

FIRE PRECAUTIONS: 6 firemen ordered to standby with fire engine. 
gel notices are posted at considerable distances from the 
tankers. 
joo Italian Consul only. High Commissioners and Ambassadors 
are in Accra. 

REPAIRS: Minor repairs can be effected, slipway for vessels up to 
300 tons. Small dry dock for vessels up to 100 ft. length. 

DRY DOCK: There is no large dry dock in this port but there is 1 small 
ay dock capable of accommodating vessel of 100 ft. long, 25 ft. wide 
ad 8.5 ft. draft. 

SURVEYOR: Lloyd's, ABS, GL, BV, Panama Bureau of Shipping and 
Sveau of Maritime Affairs (Liberia) represented by Wiltex Ltd. 
consulting engineers and marine surveyors). 

GANGWAY/DECK WATCHMEN: Provision of Gangway, Deck and 
‘ach Watchmen is absolutely necessary to prevent Stealing, pilferage 
and smuggling on board ships. 

HATCHES: Hatches are normally opened and closed by the stevedoring 
gangs or, at times, by the ship's crew. 

CUSTOMS ALLOWANCES: Quantity permitted for each member of 
he crew to be held Out of Bond is as follows: Tobacco 100 grammes; 
Spiits 0.75 litres; Wine 0.75 litres. 

ARGO GEAR: Load/discharge is affected by the Port Authority's shore 
var. There is 1 heavy lift crane of 15 tons capacity which is used for 
avy lifts. Where the cargo exceeds the lifting capacity of the shore 
rot the ship's jumbo derrick is sometimes used. 

pe ATRIATION: The Immigration Department is responsible for signing 
pi off on the advice of the shipping company. 

oan The airport, approximately 5km. from the Port, is now 
7 rey acd used by Ghana Air Force. The commercial airport is located 
th Capital city of Accra — some 232 km. from Takoradi. 

Sh * The Greenwich Meridian Time is applied to this Port as the 
Houle Meridian passes through this country. 

oe The holidays at the Port are as follows; New Year's Day 
March eo) Redemption Day (13th January); Independence Day(6th 
Repu Good Friday (non-working day); Holy Saturday; Easter Monday; 
da ule Day (1st July); Christmas Day (25th December) (non-working 
Pdticerane Day (26th December). 

THEA BULANCE/FIRE: Telephone 999 for all 3 services. 

on HONES: Presently no arrangements exist for installing telephone 


Ships. 
SERVICES: There is no special service for tank cleaning, tank-washing 
SHORE adjustment. 
time of LEAVE: Every member of the crew is free to go ashore at any 
Dassas day or night after the Immigration Officer has issued shore 
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GHANA 


IDENTIFICATION CARDS: Seamen's Book or Passport is sufficient to 
identify any seaman. Also see “Shore Leave”. 

GARBAGE DISPOSAL: Vessels must provide their own drums. 
WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS: Seafarer’s Centre, P.O.Box 71, Takoradi, 
(adjacent to harbour entrance), Tel: 2228. Facilities include swimming, 
snooker, table tennis, bar, transport, mailing, darts and bowling alley. 
CURRENCY: Cedi. 

REGULATIONS: Ship's are not allowed to discharge on board 
explosives or petroleum without prior approval of the Port Manager. 
Ships are not allowed to berth after 1800 hrs. 

DELAYS: None. 

DEVELOPMENTS: Rehabilitation work which is underway includes 
paving, fender replacement, refurbishment of jetties and quayside 
buildings. Electrical systems are being brought up to date to allow for 
the installation of new port equipment, which includes a 35 tonne multi- 
purpose crane, a 15 tonne general cargo crane and a 15 tonne crane 
for log handling. 


CARGO SUPERINTENDENT'S REPORT: September 1993. 
Tugs: Only two tugs available. 
Berthing: Harbour has been dredged in 1992, and maximum allowed 
draft at the buoys has to be increased by 3 feet. 
Bulk Cargo Facilities: The portal cranes are being overhauled from 
September 1993 onward. 

The logpond cranes are in poor state of maintenance, and are 
breaking down 30% of the time. 
Working Hours: Round the clock work with exception of meal hours. 
Gangs to be ordered well in advance for Saturday and Sunday. 
Water: Fresh water by 150 ton barge. 
Bunkers: No supply on the buoys. Only available alongside. 
Developments: Rehabilitation work is underway on jetties and buildings, 
financed by the World Bank. The progress is very slow. 
Stevedoring: Allocated by Ghana Ports and Harbour Authority. 
Stevedores for log shipments are very good. Watchmen service is very 


poor. 
stowaways: Careful check-ups must be undertaken by Europe bound 
vessels. 

Information to Crew: This port is a very safe place to go ashore. Port 
area and centre of the city can be walked safely at night. The local 
people are very friendly. The local current is the Cedi (U.S.$ 1.00 = 650 
— 700 Cedis). 

The launch service to and from the ships is very flexible. Well run by 
the Ghana Ports and Harbour Authority. 

Taxis from the main gate are plentiful and cheap. Before entering the 
taxi, the price has to be negotiated. To town 800 Cedis, to Atlantic Hotel 
500 Cedis and to Westline 800 Cedis. The taxi takes 4 adult passengers. 

The Seaman's Mission is 100 m. from the main gate. Apart from a 
bar and a pool table, the Mission has a very good souvenir shop. A car 
can be arranged for church or round trip tours. The Padre will visit the 
vessel at any time upon request. 

In the port area are good reasonable priced restaurants (Atlantic Hotel 
and Harbour View Hotel). European and Chinese restaurants also 
available. 

A visit to Sekondi is worthwhile (20 minutes by car) or European Town. 
This is the old natural harbour. Now this port is the Ghana Navy Base 
and also serves as supply base for the offshore oil exploration. The 
fishing boats come on the beach in the morning and late afternoon. The 
fresh fish is sold on the beach. Many old colonial buildings can be seen 
in Sekondi. “Fort Orange” was built by the Dutch in the year 1840 and 
is worth visiting. 

The Harbour View Hotel Terrace overlooks the whole harbour and all 
the hustle and bustle can be seen, photographed and painted 
(20 minutes walk from the main gate). Rooms in the Harbour View cost 
U.S.$ 30.00 per night, all overlooking the harbour. Other hotels charge 
from U.S.$ 10.00 — 80.00. 

The market in Takoradi is a typical market, fish, vegetables, fruits and 
many shops. Everything is for sale in the market. Bargaining is essential. 

Woodcarving shops are in the back alleys of the market. A 
Government-owned souvenir shop (Ghana Industries) at Liberation 
Road sells souvenirs (carvings, paintings) at fixed prices. International 
telephone calls can be made from the main post and telegraph office 
(open 24 hours). Cost to Far East is U.S.$ 13.00 for first 3 minutes and 
U.S.$ 3.00 for each additional minute. 

The post office in the port area is open daily on weekdays from 
0800 hrs. — 1700 hrs. (Mail to Far East takes 10 days). 

Many courier services available (DHL). 

Train station in the port area, train goes daily to Accra. Plenty of local 
buses inland to all destination. 


AUTHORITY: Ghana Ports and Harbours Authority, P.O.Box 249, 
Takoradi, Ghana. Te/: (031) 2252, 4073. Telex: 2614. Fax: (031) 4874. 
Cables: Harbours Takoradi. Contact: Captain J. E. Quansah, Acting Port 
Director. 

AGENT: Scanship (Ghana) Limited, P.O. Box 329, Takoradi. 
Tel: (233)313531, 313532. Fax: (233)314164. Telex: 2181/ 
2182 Scanship. Cables: “Scanship Takoradi”. 

Radio: Contact possible after leaving Tema on R/T 6,500 kHz and VHF 
AllChannels. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle 


TEMA: 05.38 N. 00.01 E. (See Plan) 


PORT LIMITS: A vessel is considered “arrived” when it is within 2.4 km. 
distance of the port. 
DOCUMENTS: 
Port Health: 
Maritime Declaration of Health. 
Valid Certificates for Cholera and Yellow Fever. 
Derat Certificate. 
1 copy Crew List. 
1 copy Ports of Call List. 
1 copy Passenger List. 
Immigration: 
1 copy Passenger List. 
1 copy Crew List. 
1 copy Ports of Call List. 
Customs: 
2 copies Manifest. 
Dangerous Cargo List. 
1 copy Crew List. 
1 copy Ports of Call List. 
1 copy Passenger List. 
Port clearance, visaed by Customs at last port of call. 


Shipmaster's Report: April 1992. 
Customs: 
copy Personal Effects List.” 
copy Stores List. 
copy Crew List. 
copy Passenger List. 
copy Ports of Call List.** 
copy Animal List. 
copy Parcel List. 
1 copy Arms and Ammunition List. 
* Crews effects must be declared on Ghana Customs Form C62 
obtainable from the Agent. They will not accept IMCO FAL Form 4. 
** Must have arrival and departure dates. 
Customs require original signature on all forms, i.e. no photocopies 
of Master's signature. 
Immigration: 
1 copy Crew List. 
1 copy cosy List. 
1 copy Ports of Call List. 
1 copy Arms and Ammunition List. 
1 copy Passenger List. 
Port Health: 
1 copy Maritime Declaration of Health. 
1 copy Vaccination List. 
1 copy Crew List. 
1 copy Passenger List. 
1 copy Ports of Cail List. 
Port Health did not examine the Vaccination Certificates. 
Total Documents Required: 
6 copies Crew List. 
5 copies Passenger List. 
5 copies Ports of Call List (Arrival and departure dates). 
2 copies Arms and Ammunition List. 
1 copy Maritime Declaration of Health. 
1 copy Vaccination List. 
1 copy Stores/Bonded Stores List. 
1 copy Parcel List. 
1 copy Stowaway List. 
1 copy Animal List. 
1 copy Personal Effects/Crew Declaration List (on Form C62). 


PILOTAGE: For Main Harbour, pilotage is compulsory for all vessels of 
more than 60.9 net tonnes, when arriving or leaving harbour, or shifting 
berth, but for both Fishing Harbours obtainable on request. 

Time of pilotage — Main Harbour: 

(a) Dry cargo vessels: Arrivals 0600 — 1800 hrs. (up to 2000 hrs. on 

special request); departure 0600 — 2300 hrs. 

(b) Tankers: Arrivals daylight only; sailings 0600 — 2300 hrs. 

(c) Valco-Carriers: All handling, during daylight only. 

Vessels arriving or wishing to enter harbour must await Pilot between 
E. and S.W. off Fairway Buoy, up to 2.4 km. distance. Ships embarked 
by Pilots from O600hrs., according to time of arrival Quarantine 
Anchorage. 

ANCHORAGES: Safe anchorage, three-quarters to two miles from 
E.N.E. to S.W. off main entrance with depth 30 m. — 60 m., with good 
holding ground. Eastern area of anchorage is more comfortable, without 
additional swell reflected from main breakwater. 

RESTRICTIONS: Entrance to main harbour is 240 m. wide. Approaches 
have a minimal depth of 10.6 m. Ships entering harbour may roll heavily, 
up to 8°, during some seasons when 2-3 cables before entrance. 

Ships deeper than 9.1 m. enter only during high tide with maximum 
possible draft limit of 9.75 m. during neap tides. 

Bottom of harbour consists of sand and mud with frequent hard rocky 
ground. Depth increases in direction of main breakwater. 

Inside harbour alongside the breakwater are dolphins for tankers with 
depth of 10.3 m. 

MAX. SIZE: Restricted to 198 m. length, 9.7 m. draft and 60,000 tonnes. 

Also see “Shipmaster’s Report” dated April 1994. 

HEALTH: All crew require valid certificates of vaccination against yellow 
fever which are inspected by Port Health Authorities. In case of any 
suspected disease or fever on board, agent of the vessel should be 
notified in advance by radio. Also see “General” before first Ghana Port. 
VHF: The port is equipped with VHF radio Channels 14 and 16. Channel 
16 is the international listening channel and Channel 14 is the port 
working channel. 

Under certain conditions, vessels are able to contact the Signal Station 
at 200 miles. 
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TUGS: 4 tugs available with capacity of 1,320 h.p. Minimum of2 
for berthing and unberthing. Tugs join vessels at entrance of hast 
when berthing and join vessel alongside when leaving. Usual 10¥ sy 
lines to be used. 


BERTHING: 
Berth Max. LOA Max. Draft 
No. (m.) (m.) 
1 183 9.6 
2 183 8.6 
3 146 7.6 
4 183 7.6 
5 183 7.5 
6 183 7.2 
re 183 7.25 
8 183 7.25 
9 183 7.25 
10 183 7.4 
11 183 7.6 
12 183 7.65 
Valco 175 9.6 
Oil 244 9.8 


Usually ships moor starboard side to Berths No. 1, 2, 6-9 ‘and Ports 
to Berths No. 3, 4, 5, 10-12. 


Buoy Berths: 
Berth Max. LOA Max. Draft 
(m.) (m.) 
1 46 43 
2 91 6.4 
3 131 9.8 
4 153 9.8 


CRANES: 2x40 tonne portal cranes at Quay No. 2. 
SPECIALISED CARGO HANDLING FACILITIES: Valco Berth» 
handling bulk cargoes such as alumina, pitch/coke and aluminium. 
STEVEDORES: Two private stevedoring companies and the GPx 
perform shipboard stevedoring, while GPHA solely does sy 
operations. 

Working Hours: 0730 hrs. — 1230 hrs. and 1400 hrs. — 1700 hrs» 
weekdays. On Saturdays, Sundays and public holidays, except Gy 
Friday and Christmas Day, when the port is closed, overtime is 
from commencement of work to finish. Overtime may also operate ii: 
1230 hrs. — 1400 hrs. and from 1700 hrs. if requested. 
MEDICAL: No advance notice except in cases of serious illness. Adw 
should be sent with arrival cable. Ample hospital facilities available. 1) 
Port Authority operate a 24 hour clinic. 

TANKERS: Tankers always moored starboard side to dolphins, # 
ropes to breakwater. Distance between dolphins is 49 m. Distay 
between extreme bollards is 229 m. Crude oil pumped to refinery, 
ship's pumps, a distance of 4,572 m. 


Pipeline Size Capacity Pumping Ratt 
(in.) (cu.m.) (t.p.h.) 
Crude oil 24 - 16 1,567,130 1,000 
Fuel oil 14 51,400 600 
DENSITY: 1025. 


FRESH WATER: Available. Rate 50 t.p.h. 

At times a limited supply is available. 
FUEL: Fuel and diesel-oil available by tanker-trucks only. No 
bunkers available. 
FIRE PRECAUTIONS: Oil tankers when moored alongside must he 
“Fire Wires” hanging over the bow and stern on the outboard sid! 
the vessel. These must be lowered to the water's edge and secu? 
made fast on board so that they can be used to tow the ship awa 
necessary in an emergency. Two large fire fighting pumps #® 
“snorkels” are mounted at the oil wharf. A floating boom to preven!” 
spread of oil spillage must be put in position around tankers loading ® 
discharging. The Master of the ship should be warned to lower the 
ropes securing the boom to the ship, so that the boom is afloat #* 
times and not lifted up as the vessel's draft changes. 
REPAIRS: Marine workshop for deck and engine repairs. 
DRY DOCKS: There are 2 drydocks. 
Drydock No. 1: Serviced by 60 tonnes and 20 tonnes travelling cra® 
Capacity: 100,000 d.w.t. Length: 277.4 m. Width (entrance): 454° 
Width (inside wall): 47.2 m. Depth: 8.2 m. on the sill. Flooding 0* 
4 hours (approx.). Dewatering time: 4 hours (approx.). Vessels * 
6.5 m. draft can enter at HW. 
Drydock No. 2: Serviced by 45 tonnes and 25 tonnes mobile ca® 
Length: 350 ft. (106.7 m.). Width: 44 ft. (13.4 m.). Draft (entrance): '! 
(5.5 m.). Flooding time of empty dock: 4 hrs. (approx.). Dewatering 
4 hrs. (approx.). : 

Fitting out quay: 182.9 m. Draft: 4.3 m. to be deepened. Crane: > 
tonnes travelling crane. 
SURVEYORS: Lloyd's, NKK and Bureau Veritas are represented #" 


rt. 
GANGWAY/DECK WATCHMEN: Services of watchmen necessa)" 
compulsory. ‘ 
HATCHES: Opening/closing of hatches is carried out by stevedor 
crew. 
CUSTOMS ALLOWANCES: 200 cigarettes, 1 bottle of spirits an” 
and beer in reasonable quantities. ‘ 
REPATRIATION: Facilities exist for effecting crew barat i throug’ 
Shipping Master's Office and the Ministry of Transpot * 
Communications. 
AIRPORT: Situated 28.8 km. from the port. 
TIME: GMT. No alterations during the year. 
HOLIDAYS: New Year's Day (January 1st); Independence Day - 
6th); Good Friday; Holy Saturday; Easter Monday; Labour Day | 
1st); PNDC Government (June 4th); Republic Day (July 1st); 4 
Day (December 25th); Boxing Day (December 26th). Cargo wor 
be arranged, except for Christmas Day and Good Friday. rt 
POLICE/AMBULANCE/FIRE: Tel. Nos: Police: 2936; Fire: 2822" 


LEAVE: Every member of the crew is free to go ashore at any 
sor the day or night after the Immigration Officer has issued shore 


SENTIFICATION CARDS: Shore passes issued are sufficient. 
GARBAGE DISPOSAL: No service available. 
ASTE OIL DISPOSAL: No service available. 
e N’S CLUBS: Mariner's Club, P.O.Box 528, Tema. Tel: 0221/ 
452. Facilities: Games, hockey and table tennis, swimming pool, post 
aa and stamps available. Minibus collection available. 
CURRENCY: Cedi (C). ’ es 
REGULATIONS: No refuse or waste material of any description allowed 
be pu or thrown overboard from vessel into the sea. 
o person shall load or discharge explosives without the consent of 
ne Port Operations Manager. ; i : 
i is strictly forbidden to undertake main engine work without prior 
of the Port Operations Manager. 
DELAYS: Delays not expected for berthing, loading or discharging, 
except for natural occurrences such as heavy storm or heavy downpour 


SeNERAL: Recommended to send ETA message as early as possible 
advance. Essential that ETA message reaches Agent's office before 
1430 hrs. Monday-Thursday or before 1000 hrs. Friday for weekends 
pecause of booking of gangs. Ships from Abidjan should also send 
4ghours ETA message. o0 ] 
Tides: Maximum tide rise 1.8 m., minimum tide rise 0.91 m. 
prevailing Winds: Light to fresh breeze from W. and S.W. during all year, 
December to February when N.E. Harmathan is dominating with 

soor visibility. Dangerous winds are tornadoes from East, May to July, 
put occasionally isolated tornadoes are to be expected from January to 
December. There is a swell in harbour, especially after tornadoes, when 
ying alongside the berths. 
DEVELOPMENTS: Rehabilitation of the port includes: 

Repair and rehabilitation of existing infrastructure and facilities. 

Removal of sunken vessels and other wrecks. 

Provision of container and Ro/Ro facilities. 

Provision of modern cargo handling equipment, communication and 


floating crafts. 


SHIPMASTER’S REPORT: April 1994. 

The maximum LOA is 230 m. not 198 m. This vessel has a length 
overall of 226.25 m., and we experienced no problems. 

The tanker berth consists of 3 concrete dolphins faced with rubber 
fenders and handles crude oil, fuel oil and LPG. It is in good condition. 
Tankers are moored starboard side to, with ropes ashore to the 
breakwater. The vessel lay alongside very quietly, and the harbour 
appeared well protected from any swell. There are reportedly 4 tugs 
available at Tema. However, when we arrived there were only two, one 
of which had machinery problems, and we berthed with assistance from 
one tug only. 

{twas dark when we arrived, and we had to wait until approximately 
0630 hrs. before the Pilot came to us, i.e. after daylight. There were 
numerous small open fishing boats and trawlers operating off the port, 
some of which had very poor lights and were quite difficult to detect 
ether visually or on radar. 


AUTHORITY: Ghana Ports and Harbour Authority, P.O.Box 150, Tema, 
Ghana. Tel: 2631-9. Telex: 2108 (Gh) Ports. FAX: 0221/2812, 021/ 
772448. Contact: Captain K.A.Butah, Acting Director-General. 
Captain E.D. Ziem, Harbour Master. 

AGENT: Scanship (Ghana) Ltd., P.O.Box 64, Tema. Tel: 221.26.51 and 
21.25.71. Cables: “Scanship Tema”. Fax: (233)2212571. Telex: 2131 
Scanship Tema. 


NOTES 
Please also advise Shipping Guides Ltd. 


GHANA 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng, 


Gibraltar 


GIBRALTAR: 36.08 N. 05.21 W. 


DOCUMENTS: 

5 Crew Lists. 

5 Passenger Lists. 

Arrival Report, to be completed when receiving Pratique. 

International Maritime Declaration of Health. 

Ship's Register. 

Load Line Certificate. 

Derat Certificate. 

Certificate of Insurance in respect of Civil Liability for Oil Pollution 

Damage. 

Stowaway Report. 

PILOTAGE: Pilotage compulsory for all navigation (except direct 
departure from anchorage). Give notice of arrival through Agents 24 
hours in advance furnishing maximum draft. Ships approach off Rosia 
Bay where Pilot (available day and night) boards vessel. Pilot boat 
painted black and flies international Pilot flag. To call Pilot: sound, and 
fly flag “G” or call Gibraltar Port on VHF Channel 16 and pass message 
on Channel 12. 

ANCHORAGES: In open bay, good safe anchorage, depths vary from 
5 to 40 fathoms. Vessels normally anchor in area West of Harbour Moles. 
RESTRICTIONS: Note: British waters in the Bay of Gibraltar extend to 
the Median Line drawn in accordance with the 1958 Geneva Convention 
on the Territorial Sea and Contiguous Zone (see Admiralty Chart 
D 1448). However, part of those waters are considered by the Spanish 
Authorities to be within the limits of the Puerto Bahia de Algeciras 
(Spanish Notice to Mariners 49/1563/67 of 9 December 1967), and the 
Spanish Authorities have claimed Spanish port dues in respect of 
vessels anchoring Northwards of a line drawn Westwards of the British 
Lines (shown on B.A.Chart No. 1448). 

The waters in dispute form only a small part of the anchorages 
available to shipping calling at Gibraltar. 

MAX. SIZE: If anchoring in bay, any size. Max. draft alongside, 
31 ft. 6 in. 

HEALTH: Vessels are usually boarded by Port Authorities off the 
Southern end of the Detached Mole: if everything found satisfactory 
Pratique is granted immediately. Masters should advise Agents by radio 
before arrival of any illness on board so that Port Doctor may board 
vessel with Port Authorities. 

RADIO: Gibraltar Radio (British Telecom), call sign ZDK. 

VHF: Communicate with Port Authorities by VHF international calling 
Channel 16, pass message on Channel 12, many other channels 
available (24 hour service). 

TUGS: 8 tugs, 500 h.p. — 2,600 h.p. When required for berthing 
alongside, tugs meet vessels off Mole. Ship’s ropes sometimes used. 
BERTHING: Cruise Liners and vessels calling for bunkers or water can 
be berthed on both sides of Western Arm. Outer side is 490 m. long 
with draft up to 9.60 m. The inner side is 450 m. long and max. draft is 
8.53 m. Ships of deeper draft can be accommodated on half tide basis 
according to tide. Vessels calling for repairs or lay up can be berthed 
at the Detached Mole. There are also 3 berths of 100 m. in length 
available to vessels discharging general and bulk cargoes. 

Masters required to advise ship's draft when giving ETA. Cruise ships 
are only charged 13.3% of normal berthing charge. 

Ships calling for bunkers and/or fresh water and not conducting 
operations involving passengers or cargo are only required to pay 6.6% 
of the normal berthing charges. Such vessels may, at the discretion of 
the Captain of the Port, be allowed to be berthed for a period not 
exceeding 8 hours whilst such vessel is not bunkering or taking on 
supplies or fresh water. 

4 Vessels coming in solely for bunkers are exempted from tonnage 
ues. 


CARGO HANDLING: Container berth at No. 2 Jetty available for vessels 
up to 350 ft. in length, max. draft 24 ft. 6in. Containers are also 
discharged at No. 1 Jetty. 


STEVEDORES: Agents automatically advise stevedoring company on 
receipt of ETA from ship. 


MEDICAL: Masters should advise Agents when giving ETA if medical 
attention is required on board. Adequate hospital facilities available. 
TANKERS: Max. draft at discharging berths 31 ft. 06 in. Diameter of 
anaes lines 14 in. fuel oil, 10 in. diesel oil and gas oil. 

DENSITY: 1025. 

FRESH WATER: Available at Mole from pipelines, delivery rate 
60/80 t.p.h. Water can also be delivered at anchorage from barge, 
delivery rate 40/50 t.p.h. 

FUEL: A quick and efficient bunkering service is provided on a 24-hour 
basis at alongside and anchorage berths. Ships arriving at night are 
required to give prior notice before 1600 hrs. on the day of arrival. The 
requirement is the same on Sunday and weekdays. 

Fuel of various grades is supplied to shipping throughout the year 
from piped installations at all alongside berths (with the exception of the 
Detached Mole) using the latest metered bunkering techniques. The 
 Aatangy include marine fuel, thin, fuel, marine diesel fuel and gas-oil. 

hips at the Detached Mole and in the Commercial Anchorage are 
serviced by lighters. This supply to ships is handled as a joint venture 
by the Shell International, Mobil, Chevron, Texaco and B.P. oil 
companies and is managed by the Shell Company of Gibraltar Limited, 
who own the main share of the installations. 

The bunkering installation at Gibraltar, which was the first in the world 
to provide metered deliveries at shipside, includes 2 Fisher-in-Line 
blending units to ensure rapid delivery of fuel oils of any viscosity. Oil 
bunkers are normally delivered at 200 — 250 t.p.h. per connection subject 
to the ship's acceptance capacity. Similar rapid bunkering is provided 
in the anchorage by a lighter of 880 tons fuel capacity and a total capacity 
of 1,000 tons including bulk lubricants. 
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CONSULS: 

Belgium Tel: 78353 Latvia Tel: 78546 
Denmark " 72735 Liberia " 78318 
Finland 75149 Netherlands 78305 
France 78830 Norway 74427 
Greece 74600 Sweden 78456 
Italy " 78123 Thailand 78301 
Israel " ~75955 


International Direct Dialling (1.D.D.) in operation. 
REPAIRS: Deck and engine repairs possible. Underwater Operation 
including repairs and cleaning of vessel's hull. 
DRY DOCKS: 3 dry docks available. Largest 871 ft. x 125 ft. Max. 
size 245 m.x36 m. Dry docks operated by Gibraltar Shiprepair Ly 
bo Sete h M ene WATCHMAN: Not necessary but availabe 
required. 
OPENING/CLOSING HATCHES: Normally effected by stevedores 
CUSTOMS ALLOWANCES: No restriction whilst on board. O» 
members may bring ashore small quantity for their immediate pers, 


use. 

REPATRIATION: Facilities exist for outlast members, 
AIRPORT: Regular flights to London (Gatwick). Distance to airport at, 
one mile. 

TIME: GMT plus 1 hour in Winter, plus 2 hours in Summer. 
HOLIDAYS: New Year's Day; Good Friday; Easter Monday; May Dp 
Commonwealth Day (24th May); Spring Bank Holiday; Summer Bs, 
Holiday; Queen's Birthday; Christmas Day; Boxing Day. Cargo work 
be effected at overtime rates on these holidays except on Good Frigg 
and Christmas Day when no cargo work is carried out. Bun i 
effected on any of these holidays except on Good Friday and Christr 


Day. 

POLICE/AMBULANCE/FIRE: Police and Ambulance 199; Fire 1%, 
TELEPHONES: Telephone can be placed onboard at cruise ship bet 
Telephones can also be placed on vessels under repair at the Detach: 
Mole, through Admiralty Telephone Exchange, cost about £10. 
IDENTIFICATION CARDS: Not required. 

GENERAL: Advisable that vessels calling for bunkers and only stoppy 
in port for few hours should radio their requirements prior to arrivay 
ensure avoiding delay. 


SHIPMASTER’S REPORT: Offport Call. (Updated 1988). 
3 Lloyd's on Channels 16 and 14. Port and Pilots on Channels 
and 12. 
Pratique: Cable for Free Pratique 18 hours ahead. Standard messay 
Do not expect reply. 
Pilot: Boards from small black hulled motor boat off Rosia Bay. Gor 
lee required. Contact when South of Europa Point. 
Anchoring: Not necessary for offport call with under 1 hour's wait. 0» 
anchor required ready with forecastle party on stand-by. 
Agent/Quarantine Officer: Board off South end of Detached Mole. 

Procedure: Require 5 Crew Lists and 1 Health Declaration. They a 
look at Ship’s Papers, Register and Derat Certificate. 

For British crew joining and leaving ALC3 and ALCS are require 
be filled in, so joining members must sign on immediately. 
Time: Depends on numbers and ranks joining and leaving, but in Octote 
1980, 9 officers left and 6 joined, procedure took 30 minutes with to 
off hire of 1 hour and 32 minutes. 
General: Money: Sterling easily available in all denominations but mat 
sure you cable in for Agent to arrange during bank hours. 

Films: Walport from ‘Restano’ films and Vidpak — 48 hours’ notice 

Agent: Very efficient, on prior request supplied British newspape 
and up-to-date Lloyd's Index. 

Anchorage: Northern limit of tanker anchorage — East to West it 
1 cable South of North End Detached Mole (Qk. FI. G.), (“C" Head 
good anchorage 3-5 cables off mole — single anchor good holding 

For ships awaiting repairs or orders, North limit — East to West 
North End South Mole (Fl. 2 sec.) — “A” Head. 

Current: (From Pilot). Strong Southerly setting current up to 4 kn 
with East wind, off moles. 

Lloyd's signal station: Approaching Gibraltar, will pass all messae 
to Pilots and Agent. 

Port expenses: Agent quoted total off port (including Pilot) £650. 


AUTHORITY: Captain of the Port, Port Office, North Mole, Gibrelé 
Tel: 77254/78134. Telex: 2130 Gibpor Gk. FAX: 77011. Cables: Gidpt’ 
Contact: Captain J.W. Prior, Captain of the Port. 

AGENT: Lambert Brothers (Gibraltar) Ltd., 47 Irish Town. Cad® 
“Lambert-Gibraltar”. Tel. 72685. Telex 2222. Fax: 75959. Ship's Age* 
Insurance Agents, Travel Agents. 


Greece 
ACHLADI: 38.53 N. 22.50 E. 


UMENTS: See “Stylis”. ¥ ; 

LOTAGE: Compulsory for all vessels arriving at and leaving the berth. 
ow available through Volos Pilot Station. 

ANCHORAGES: The waters which surround the port are free from 
Good holding ground with depths from 25 to 30 fathoms. 

£: Max. draft alongside is 15.0 m. 
VHF: Port Authority on Channels 7 and 12. 
TGS: Tugs must be ordered from Volos. 
BERTHING: Achladi port is a new construction belonging to the factory 
of Agroinvest S.A. It is a private berth about 200 m. in length standing 
about 3m. above sea level and is well protected by rubber fenders. It 
was constructed in order to serve factory for loading and/or discharging 
their products, such as animal food, flour, wheat, maize, etc. Maximum 
semissible draft along the pier is 15.0 m. 

The factory is visible just after passing Akra Tapia. It is a conspicuous 
suilding due to the height of silos and warehouses. Three fixed red lights 
icast) and 3 fixed green lights (West) show the ends of the berth. 

Agroinvest S.A., 49 Vas. Sofias Avenue, 106 76 Athens, Greece. 
Fax: (1) 7249907. Telex: 210422 Agro GR. Contact: Captain George 

nis. 
ae Agroinvest S.A., Fthiotis 35103, Greece. Tel: (0238) 31313, 
91532. Telex: 0296186 Agro GR. Fax: (0238) 31940. 
CRANES: Loading/discharging by ship's gear for cargoes other than 
ain. 1x 100 tonne mobile crane (factory property) available at the port. 
EDORES: eS unloading carried out throughout 24 hours. 
BULK CARGO FACILITIES: There is a grain silo of 100,000 tonnes 
capacity with a travelling shiploader/unloader of 500 t.p.h. for loading, 
and 600 t.p.h. for unloading. 
FRESH WATER: Available but quite expensive. Vessel will be supplied 
by truck/barge only. 
FUEL: Not available. 
REPAIRS: Minor repairs can be carried out in Stylis or Lamia. 
GENERAL: Stores or provisions available from Volos and/or Stylis. 
DEVELOPMENTS: A silo for grain is under construction on the pier. 
AUTHORITY: Stylis Harbour Authority, Stylis, Greece. Tel: (0238) 
22329. 


(See Plan) 


AGHIOS NIKOLAOS (St. Nikolo-St. Nicholas), 
Crete: 35.12 N. 25.43 E. 


DOCUMENTS: 

4 Crew Lists. 

2 Passenger Lists. 

1 Cargo Manifest. 

1 Spares List. 

1 Stores List. 

1 List Crew Personal Effects. 

Maritime Health Declaration. 

1 Provisions List. 
PILOTAGE: Not compulsory. No Pilot station. Private Pilot who can be 
used if needed. However, not always available. Area of Pilot's boarding 
SN.E. or S.E. of Aghioi Pandes Islet, depending weather conditions. 
Anchorage waiting place in same area. Call Pilot with signal “G". Small 
ishing vessels (length 13.0 m.) fitted with VHF can indicate position of 
anchorage if advised by Agent. 
ANCHORAGES: (a) Harbour of Aghios Nikolaos, depth 3 — 5 fathoms. 
») Usual anchorage for vessels over 500 tons gross, South or S.E. of 
Nkolo Islet (Admiralty Chart No. 2536 B) and at a distance of 0.5 — 1.0 
nies from the mainland, depth 10 — 40 fathoms respectively. (c) Poros 
Say for small and large vessels, only when North and N.W. fresh gales, 
cepth 16 — 27 fathoms. 

RESTRICTIONS: Care to be taken off North entrance to port owing to 
‘ocky shoals, depth 5 m. Entrance from the S.W. is free of obstructions. 
MAX, SIZE: Vessels of up to 100 m. length and 9.0 m. draft can enter 
the port. At oil bunkering installation outside the port, vessels of any size 
can be accommodated. 
HEALTH: If from another Greek port free pratique is automatic and 
cess to and from vessel granted on permission of Port Authorities. 
on doctor visits all other vessels. 
ro ‘No local radio station. Cables to Agent or Port Authority through 

thinai Radio”, “Heraklion Radio” or “Rhodes Radio”. 
ee S: One tug available. 
TETANG: Berthing position designated by Port Authority. 
5 EDORES: 10 permanent port stevedores available, but further 
veDr can be engaged. Cargo worked by vessel's own gear. 
ie CAL: No advance notice of medical attendance required. Medical 
ftir by town doctors available. Government hospital with all 
SOMERS: No tanker berths. Vessels moor to buoys. Oil line 6 in. 
DENSITY: 1025. 


ana WATER: At new pier 3 hydrants, hose diameter 2.5 in. for 

peat dah water. At the bunkering installation at Katsini Bay there is 

load Storage tank capacity 500 cu. m. for supply to deep-sea vessels. 
Ng rate about 49 t.p.h. Delivery by flexible hose connection from 

tii het buoys. Fresh water not available at the present time at the 
®ring installation as they have ceased operating. 

Pp Small quantities transported by tank truck are available from the 


ours: Opened/closed by stevedores. 
day, MS ALLOWANCES: 2 packets cigarettes per crew member per 


GREECE 


CARGO GEAR: No shore facilities. All cargo worked with ship's own 
ear. 
ONSULS: None. 
REPAIRS: Only minor repairs. 
SURVEYORS: None. 
REPATRIATION: Crew replacement and repatriation available. 
AIRPORT: At Iraklion distance 66 km. 2 or 3 flights per day to Athens. 
TIME: GMT plus 2 hours. GMT plus 3 hours late March to late 
September. 
HOLIDAYS: In addition to standard Greek holidays, local holidays are 
Ascension Day (date not fixed), and St. Nicholas Day (6th December). 
POLICE/AMBULANCE/FIRE: St. Nicholas Police tel. 100. State 
Hospital, tel. 22369. Fire tel. 22674 or 28905. Port Police tel. 22312. 
Area code for St. Nicholas 0841. 
TELEPHONES: Available for yachts only. 
SERVICES: Tank cleaning and hold cleaning. 
SHORE LEAVE: Permitted with Port Authority pass. 
STORING: Possible by truck or barge. Trucks may proceed alongside. 
No fork lift trucks available. Riggers available. 
REGULATIONS: (a) Vessels are not allowed to approach Aghioi Pandes 
(goat reserve). (b) No refuse or other waste matter of any description 
allowed to be thrown overboard from vessel. (c) No visitors permitted 
without Port Authority permission. 
DEVELOPMENTS: During next 5 years (a) deepening of Port Basin, 
(b) Provision of 1 shore crane, (c) construction of breakwater — length 


200 m. 
AUTHORITY: Port Authority of Agios Nikolaos, Akti Coundourou, Agios 
Nikolaos, Crete, P.N. 72.100 Greece. Tel: 0841-22312. Telex: 026103. 
Contact: loannis Papadomichelakis, (Lieut-Commander), Harbour 
Master. 


AGIA MARINA: 38.54 N. 22.36 E. 


DOCUMENTS: See “Stylis”’. 

PILOTAGE: Compulsory. Pilot can be boarded at Stylis Anchorage or 
Agia Marina. Pilot and pilot boat is the same as for the port of Stylis. 
VHF: Stylis Port Authority on Channels 7 and 12. 

TUGS: See “Stylis”. 

BERTHING: Agia Marina Port is an open port on the North side of 
Maliakos Kolpos. It is a private port belonging to Metalia Voxitou 
Elefsinos A.E. (Skalistiris Enterpr. S.A.). 

The Port of Agia Marina is visible just after passing Akra Drepanon 
and is 2 miles West of the main port of Stylis. A red fixed light shows 
the head of the elevator. 

The berth, consisting of poles only, can accommodate cargo vessels 
up to 30 ft. draft for loading bauxite and/or chrome ore in bulk, cargoes 
come from the mines of Mount Parnassos and Mount Iti. Vessels calling 
at Agia Marina have to make fast to poles and are secured alongside 
the poles. Communication with the shore is effected only by motor boat 
which can be hired through local Agents. The loading takes place using 
an electric elevator and the rate is about 1,000 tons daily. 

The port is lee to the wind and it has been reported that even with a 
Force 8-9 wind, vessels can stay in position without any difficulty. The 
vessel has to drop anchor in order to facilitate shifting(s) as elevator is 
immovable, also for better securing. The waters around are clear, with 

00d holding bottom, the depth of which varies from 7 to 13 fathoms. 
STEVEDORES: Working hours — 24 hours daily. 
FRESH WATER: Not available. Can be obtained at Stylis, where 
max. draft allowed is 18 ft. 6 in. 
FUEL: Not available. See “Stylis”. 
REPAIRS: Minor repairs can be carried out at Stylis or Lamia. 
GENERAL: Stores and provisions available in limited quantities. 
AUTHORITY: Stylis Harbour Authority, Stylis, Greece. Tel: (0238) 
22329. 


AGIOI THEODOROI: 37.55 N. 23.05 E. (See Plan) 


PORT LIMITS: At anchorage area North of Lat. 37° 54’ N. and between 
Long. 23° 03’ 24” E. and 23° 07’ E. 
UMENTS: 

7 copies Crew Lists (European and Asian) (IMO Standard Forms). 

2 copies Dates of Vaccinations/Inoculations. 

1 copy Cargo Manifest. 

2 copies List of Provisions and Stores (these are supplied on forms 
issued by Agent printed in Greek/English). 

2 copies Officers'’/Crews’ personal declaration, on forms supplied by 
Agent in Greek/English, covering all high duty items, radios 
cameras, etc. 

1 copy Declaration of ships’ cash on board, form supplied by Agent 
in Greek but made out in front of Master. 

2 copies of Masters’ Declaration that all high duty goods have not 
been put under seal, and that he is responsible for any loss or 
landing of same without proper authority. 

All passports and/or Seamen's Books to be produced /f requested by 
Immigration. 

On completion of loading, documentation takes about 2 hours. 

PILOTAGE: Compulsory. Pilot boards S.S.E. of port, about 1 mile off 
the outer jetty at Lat. 37° 54’ N., Long. 23° 06’ E. The Oil Company has 
its own private Pilots. There are 4 Pilots stationed at Terminal, of which 
one is on call 24 hours. Pilot comes out by tug. There is no direct radio 
contact between vessel and pilot station. 
ANCHORAGES: There is a reasonable safe anchorage about 0.5 miles 
off the outer jetty, located North of Lat.37°54'N. and between 
Long. 23° 03’ 24” N., and 23° 07’ E. The depth is 15 — 100 fathoms with 
a sandy bottom. Waiting at anchorage without loading/discharging 
instructions is prohibited. 
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MAX. SIZE: Vessels with unlimited deadweight and max. draft 72 ft. are 
rmitted. No length and beam limitation. 

HEALTH: Normal procedure takes place on arrival at Terminal. 

RADIO: Communications via “Athina Radio”. Telex 232141 (Fax: 

48973) available in Terminal and at Head Office Telex 21-8245/9. 

VHF: At least 4 hours prior to arrival, vessels have to start calling “Motor 

Oil Refinery” on VHF Channel 14. Refinery will give any information 

available about berthing and/or anchoring. 

TUGS: 4 tugs are available, and they are used according to the size of 

the vessel. 


BERTHING: 
Normal 
Max. Max. Max. Max. Max. Side 
Berth D.W.T. Draft Length Beam Pressure Berthing 
(tons) (m.) — (m.) —(m.)_—(p.s.i.) 
A unlimited 21.95 Nolimit Nolimit 12.0 Port 
B (N.W 
nce) 40,000 13.4 200 No limit 10.0 Port 
B (S.E. 
side) 80,000 13.4 240 No limit 10.0 Starboard 
C(N. side) 5,000 rA2) 100 No limit 10.0 Port 
C(S. side) 3,000 5.5 100 No limit 10.0 Starboard 
Stern to 6,000 8.5 No limit 15.5 8.0 Stern 


Nature of bottom is sand. Vessels can berth at any time day or night. 
Connections range from 6 in. to 16 in. Connection and disconnection is 
done by shore crew. 

MOORINGS: Standard moorings on to dolphins which are well fendered 
and hold the vessel clear of the manifold complex. Vessels require their 
eoneey and derricks to be available on arrival. 

RANES: Not available. 

BALLAST: S/ops/Dirty Ballast Facilities: 48 hours notice required for 
delivery up to a maximum of 5,000 tonnes, provided no lead content. 
MEDICAL: Full hospital/medical facilities are available in Corinth, which 
is located about 15 km. from Refinery. 

DENSITY: About 1028. 

FRESH WATER: Fresh water is only available for delivery alongside by 
pipeline at about 30 cu.m./hr. Maximum quantity 200 cu.m., subject to 
relevant advance notice. 

FUEL: All kinds of bunkers/lubricants are available, only supplied 
alongside. 

REPAIRS: No repairs are permitted at berth or at anchorage. Nearest 
port for repairs is Piraeus. 

SURVEYORS: All surveying firms are available. 

CUSTOMS ALLOWANCES: Bond locker is sealed. Allowance 200 
cigarettes or equivalent in tobacco or cigars per man (7 days) and a part 
bottle of wine and spirits is permitted per man (7 days). All Tobacco/ 
cigars/ cigarettes placed under seal. Crew excess must be declared on 
Provision List in separate column for same. 

REPATRIATION: Change of crew takes place via Athens Airport. 
TIME: GMT plus 2 hours (Summer time plus 3 hours). 

HOLIDAYS: Refinery works all days of the year. 

STORING: All kinds of stores can be delivered to the vessel, but only 
by tug. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Passes are issued on arrival and must be 
handed in prior to sailing. 

DELAYS: No delays anticipated. 

GARBAGE DISPOSAL: Daily collection service by barge is available. 
CURRENCY: Drachmas. Exchange rate against U.S.Dollar on 31.3.94 
was 250 Drachmas. 

GENERAL: Chart: B.A. Chart No. 1657. 

Visitors: Acceptable, provided 24 hours notice is given to the Refinery. 
AUTHORITY: Motor Oil (Hellas) Refineries. Te/: 0741-48080. 
Telex: 232141. FAX: 0741-49001. 


AGENT: Seka S.A., 53-55 Akti Miaouli Street, 18536 Piraeus, Greece. 
Tel: 4293160. Telex: 212172 SekaGr. Cables: Sekacre Piraeus. 
FAX: 4293718/4293742. 


ALEXANDROUPOLIS: 40.51 N. 25.54 E. 


DOCUMENTS: 

4 Crew Lists. 

2 Ship's Stores Lists. 

2 Crew Effects Declarations. 

2 Master's Personal Declaration that all stores not held in bond will 

remain on board (Forms supplied by Agent). 

All ship's certificates will remain at Port Authority from time of arrival 
until vessel sails. 

PILOTAGE: Pilotage is compulsory for foreign vessels larger than 
500 g.r.t. and vessels under Greek flag larger than 1,000 g.r.t. 

The fully independent Pilot is “Neptun” Independent Pilot Services, 
2 Philippoupoleos Street, 68100 Alexandroupolis, Greece. Tel: (551) 
31015. Telex: 466177 Pesa. Fax: (551) 20449. VHF: Channel 12 (Call 
“Alexandroupolis Pilots”). 

Pilot boarding position is 0.5 miles South of the port entrance. 

courte is Sang Coes only. 

ANCHORAGES: pth inside port 18 ft. 06 in., mud bottom. Depth 
increases outside port to about 10 m. at distance of 1 nautical mile. 

Area around port subject to strong S.E./S. winds especially during 
Winter. During strong winds vessels can seek shelter off Samothraki 
Island. In strong winds port is considered safe but because of occasional 
large waves loading is stopped. Winds from other directions do not affect 
port work. 

MAX. SIZE: Vessels with draft not exceeding 19 ft. can enter safely. 

Vessel with LOA up to 200 m. may berth for part loading, with good 
weather. 


752 


HEALTH: Vessels from foreign countries can enter harbour ANd oy 
Free Pratique during the period from sunrise until 2200 hrs. y, 
having suspected contagious disease on board should remain Oty, 
harbour until visit of medical officer, and await further instructions 
TUGS: Compulsory. 1700 h.p. 
BERTHING: Port Authority allocates the berthing place. 
At least 24 hours notice of ETA to be passed to Agent in Ofde, 
organise loading/discharging. ' 
STEVEDORES: Prior notice to be passed to Agent order arrange gay 
Rate of cargo working: General cargo about 100 tons per oe 
8 hours. Bagged cargo about 100 tons per gang every 8 hours. ¢; 
about 80 tons per gang every 8 hours. Timber about 120 cu.m. Per oe 
every 8 hours. Vessels must use own gear for loading/discharp, 
except bulk cargoes. 
" Bulk cargoes handled by screw pipes at the rate of 1,500 tonnes» 
jay. 

The new silo not delivered yet. 

For heavy cargoes, there are 4 mobile cranes with lifting Capac; 
10 tons — 80 tons. r 
MEDICAL: No advance notice required. 1 Government Gene, 
Hospital, 3 clinics. Doctors’ services readily available. 
TANKERS: There is a floating pipeline. Tankers with a draft of 1) 
can discharge diesel oil and gasoline. 

FRESH WATER: 10 hydrants available. Delivery rate about Sty) 
(each), but delivery rate reduced when 2 or more hydrants in use, 
FUEL: No Bunker C fuel available. Supplies of diesel oil possible fp 
road tankers. 

FIRE PRECAUTIONS: No port fire brigade. In emergency fire brigay 
must be called from Alexandroupolis. 

CONSULS: Consul-Agent of France Tel. 26-720. Consul-Agent of ty 
Tel: 28-384. 

REPAIRS: Only minor repairs available. 

WATCHMEN: Not available, and if required must be supplied by vesy 
HATCHES: Opened and closed by crew. 

CUSTOMS ALLOWANCES: 1 packet cigarettes allowed out of bw 
for each crew member, for each day in port. Wine/beer no restrictioy 
Spirits, Master allowed 1 bottle. 

REPATRIATION: Facilities for crew changes and repatriation. 
AIRPORT: 5 km. distant. 2 daily flights to and from Athens. 
TIME: GMT plus 2 hours. Summertime GMT plus 3 hours. 
HOLIDAYS: 1st January; 6th January; Whit Monday; 25th March; Gor 
Friday; Easter Monday; ist May; 14th May (local); 15th Augs 
28th October; 6th December; 25th December; 26th December, ani; 
Sundays. Cargo work can be arranged on these days, subject: 
payment of additional charges. 

POLICE/AMBULANCE/FIRE: Police station, 26352; Security Poin 
26220; Ambulance, 25272; Fire, 26222. Port Police, 26468 (VHF 12 
TELEPHONES: No facilities for telephones on board. 

SHORE LEAVE: Permitted. 

IDENTIFICATION CARDS: Shore pass issued against Crew List a 
Seaman's Book. Passes obtainable from Port Authorities. 
DEVELOPMENTS: (a) Supplementary works are being perfome 
outside along the West breakwater. 

(b) ht works has begun inside the port. 

AUTHORITY: Port Authority of Alexandroupolis, 68100 Alexandroups 
Greece. Tel: 26468 (VHF Channel 12). Contact: Commans 
N. Papanikolopulos, Harbour Master. 


ARGOSTOLI, Cephalonia: 38.12 N. 20.29 E. 


DOCUMENTS: 

3 Crew Lists. 

3 Passenger Lists. 

Customs Clearance. 

2 Cargo Manifests. 

Bills of Lading (copy). 

4 Ship's Stores List. 

4 Lists of Crew's Personal Effects. 

Ship's Papers. 

Crew Vaccination List. 
PILOTAGE: No Pilot station. 
ANCHORAGES: Vessels anchor in roads 0.5 miles N.N.W. © 
Entrance light. Max. channel draft 19 ft. 
MAX. SIZE: Up to 19 ft. draft. 
HEALTH: Free Pratique given by Port Health doctor. 
RADIO: Patras Radio. No VHF. 
TUGS: None available. 
MEDICAL: Advance notice not required except in urgent cases. 
vessels arriving from foreign countries crew require vaccine 
certificates. 
TANKERS: Small tankers discharge at DEH Power Terminal. 
FRESH WATER: Can be supplied from the pier using ship's hose 
FUEL: Small quantities available, but only for yachts. 
OPENING/CLOSING HATCHES: Performed by ship's crew. 
CUSTOMS ALLOWANCES: 50 cigarettes allowed for each 
member. 
CONSULS: No local representation. 
REPAIRS: Only minor machinery repairs can be carried out. 
REPATRIATION: By air to Athens (once daily) or by ferry-boat. 
TIME: GMT plus 2 hours. GMT plus 3 hours in Summertime. 
HOLIDAYS: Local holidays are 21st May, 16th August and 20th 
in addition to national holidays. Work may be arranged at a 
POLICE/FIRE/AMBULANCE: Police 22200; Ambulance 2° 
Fire service available. 
TELEPHONES: Can be connected on board vessels without cha? 
SHORE LEAVE: Allowed. 
AUTHORITY: Cephalonia Harbour Office. 


4spROPYRGOS: 38.02 N. 23.36 E. (See Plan) 


ENTS: All usual certificates including Registry, Safety, Cargo 
ag ool Derat, Last Port Clearance and: 
srew Lists et 
: orveination Certificates 
Manifest 
Spares 
co oe Declaration of Health 
ination List 
| Sow Etfects Declaration 
Pi r List 
uments 
ial Customs Forms in triplicate 


Stores Lists . , 
pLOTAGE: Compulsory for vessels over 150 g.r.t. Piraeus pilots board 
one mile off the breakwater. : 
APPROACHES: Two approach channels lead to the Gulf of Eleusis. 
The "W" Entrance, Poros Megaron is dredged to 7.9 m. (26 ft.) over the 
nottom width of 180 m. and is passable for vessels up to 183 m. LOA 

600 ft.). The “S.E.” Entrance, through Strait of Salamis, is dredged to 
3 depth of 10.89 m. (35 ft. 09 in.) over a width of 240 m., max. speed 
gknots. Both channels are buoyed and lighted, but there are some 
‘estrictions concerning night navigation in the “E" Channel. 
ANCHORAGES: See “Eleusis” and “Piraeus”. 

RESTRICTIONS: Draft restriction for Poros Megaron Channel is 7.9 m. 

% tt.) and for Strait of Salamis Channel 10.89 m. (35 ft. 09 in.). 

WAX. SIZE: See “Berthing”. 

HEALTH: No restrictions, except quarantine, Free Pratique according 
o international regulations. Free Pratique not required if arriving from 
another Greek port. 

RADIO: Athens Radio (SVA). 

VHF: Piraeus Pilot Station on Channels 16, 12 and 6. Station operates 
throughout 24 hours. Aspropyrgos Refinery on Channel 8. 

RADAR: None. 

TUGS: A large number of tugs are available. wi enemy are compulsory 
n daytime for vessels over 120 m. (394 ft.) LOA, and during night for 
vessels over 75 m. (246 ft.), when passing through Strait of Salamis. 
Ship's lines always used. 

BERTHING: See “Tankers”. 

MEDICAL: Advance notice not required. Full hospital facilities available 
in town of Eleusis. Refinery provides ambulance in case of accident. 
TANKERS: A jetty extends 170m. West from the shore, near the 
refinery, and provides 2 berths with depth of 11.80 m. (38 ft. 09 in.) 
alongside (See “Restrictions” for max. draft passing through Strait of 
Salamis). 

The Eastern Berth is equipped with 3x8 in. mechanically operating 
ams for crude oil and oil products. 

The Western Berth is equipped with 4x8 in. mechanically operating 
ams for oil products. 

Vessels always using their gangway rigged in the middle of the vessel. 

Jetty accepts vessels of no more than 220 m. LOA, and deadweight 
ono more than 60,000 metric tons. 

At the same jetty, there is also a possibility of bunkering (fuel oil and 
gas oil). Permanent refinery's personnel keeping watch 24 hours near 
the vessel for safety and communications. Max. discharging pressure 
9kg/sq.cm. (127 psi). 

Another jetty provides 2 berths with 7.2 m. and 7.9 m. depth alongside 
(LOA 100 m./5,000 d.w.t.). The berths are equipped with 6 in. hoses for 
small tankers (coasters) and shipment of refined products. 

An LPG berth midway between the two oil jetties has a depth of 7.2 m. 
LOA 115 m.) for loading LPG and refined products. 

Ballast: All dirty ballast must be pumped ashore. Refinery has facilities 

‘receive up to 8,000 cu.m. of contaminated ballast. Refinery requires 

‘otice of 24 hours before vessel's arrival. 

* Ni ge lie Ate wet a of fire fighting tugs or similar for 
rs during loading/discharging is compulsory. 

DENSITY: 1025, ss ae sails 

FRESH WATER: Available 24 hours a day. Quantity may be limited due 

‘seasonal shortage in area. 

FUEL: Available at all piers except LPG Pier. 

FIRE PRECAUTIONS: Fire wires yea fore and aft on outboard side 

ot vessel. Deck scuppers plugged. Spark arresters to be fitted on tank 

*penings. Earth connections made. Patrols made by Port Officers. 

Inthe case of a storm, the Dock Master can stop discharge of vessels. 
The refinery fire fighting procedure is followed. 

SONSULS: None locally. Consuls in Athens and Piraeus. 

EPAIRS: While alongside, maintenance of any kind on board is strictly 
wohibited. In case of an emergency, the issuing of a special written 
Sold or hot work” permit is necessary. 
ra DOCKS: See “Eleusis”’. 

CUS AY/DECK WATCHMEN: Not required. 
TOMS ALLOWANCES: 200 cigarettes and 1 open bottle of wine/ 


ee allowed per crew member. 
po id N: All facilities available for crew changes and 
her: Direct overseas flights available via Athens Airport at 


ho ell plus 2 hours; Summertime (March to September) GMT plus 


TO GUAMBULANCEJFIRE: All emergency services are available 

h the terminal office. Fire alarms are installed throughout the jetty. 

rig ge Internal numbers: Fire Tel: 300. Ambulance Tel: 311, Police 

Telos} Terminal Office Tel: 351. 

SERVIGONES: Not supplied on board vessels. 

SHOR ES: Compass adjusting. Electronic equipment services. 

DENT LEAVE: Permitted. 

GARBACGATION CARDS: Shore passes issued by Port Authority. 

pes GE DISPOSAL: Not available from refinery. This facility can be 

sree with charges for ships account, with Limberis Group, Tel: 01- 
5545841, who are authorised by the Eleusis Harbour Master. 


ae 
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WASTE OIL DISPOSAL: Available direct from refinery installation. 
Shore tank capacity 8,000 cu.m. 

SEAMAN’S CLUBS: No club but usual local facilities. 
CURRENCY: Greek Drachma (GDR). U.S.$1.00 = 
(15.3.94). 

AUTHORITY: Port Authority: Eleusis Port Authority, 10 Kanelopoulou, 
Eleusis 19200, Greece. Tel: 5543504. 

Operators: Hellenic Aspropyrgos Refinery, 54 Leoforos Amalias Street, 
Athens 10558, Greece. Te/: 5351200, 5533229. Telex: 215489, 215443, 
215442. FAX: 5350990. Contact: Manolis Lembidakis. 
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CHALKIS: 38.27 N. 23.35 E. 


DOCUMENTS: 

2 Crew Lists. 

2 Passenger Lists. 

2 Cargo Manifests. 

2 Stores and Spares Lists. 

2 Crew Personal Effects Lists. 

Health Certificate. 

PILOTAGE: Pilotage is compulsory for all foreign vessels and Greek 
vessels over 1,000 g.r.t. 

Application for Pilot to be made by radio through Agent to Chalkis 
Port Authority. ETA required at least 24 hours before arrival. 2 hours 
notice of departure required. 

Apply for Pilot through VHF Channel 12, or through radio/telephone 
on 2364 kHz calling Harbour Master, Chalkis. 

Pilot boards from black motor-boat with white horizontal stripes, about 
10 m. length, in a position about 1 mile — 1.5 miles North of the light 
buoys of the Northern Port. 

The pilotage area extends from 1 mile North of red and green light 
buoys, North of Evripos Bridge, and to the South of Euboea, 2.5 miles 
from Bourtzi Point. 

The anchorage for vessels coming from the North of Euboea and 
awaiting Pilot is at the centre of the Euboean coast off Lighthouse 
Kakokefali, North of the 2 light buoys and outside the bearing 020°/200° 
which is the axis of vessels passing in and out of Evripos Strait. 

Safe anchorage for vessels coming from South of Euboea and 
awaiting Pilot is 1 nautical mile South of Bourtzi Point. 
ANCHORAGES: Good anchorages in both harbours, well clear of the 
fairway, 2 miles S.S.W. of the green Fairway Buoy of the South entrance, 
and 1.5 miles North of the green and red buoy of the North entrance. 
ENTRANCE: The South entrance has 2 narrow passages. The 
Southernmost is the 3 cable wide Dhiavios Avlidos with 6.4 m. (21 ft.) 
depth, which leads to the outer harbour. Three miles further N.W., the 
one cable wide Dhiavios Peramatos connects the outer and the inner 
harbours, depth 6.4 m. (21 ft.) over a width of 90 m. 

RESTRICTIONS: Vessels with a draft of 18 ft. — 21 ft. and LOA 110 m. 
— 178 m. pass through Dhiavios Steno in daytime only, and are to be 
accompanied by a tug. 

Full details in Evripos Straits Operations Regulations. 

There is also a restriction in Steno Straits, where there is an overhead 
cable 37 m. (121 ft.) above sea-level. Max. air draft 32 m. 

Swing Bridge: Passage through swing bridge only possible from 

2300 hrs. — 0500 hrs. Call Chalkis Port Control on VHF Channel 12. 

Max. LOA 105 m. and max. draft 5.5 m. (18 ft.). Width of channel 39 m. 

Tides/Currents: In Aviidos Steno the tidal stream is normally up to 

4 knots — 5 knots, North of the swing bridge. The spring range is about 

0.8 m. (2.6 ft.) and neap range about 0.2 m. (0.6 ft.). South of the bridge 

the currents and tides are small. Moreover H.W. is 1 hour 12 minutes 

later in the North harbour than in the South harbour, which causes 

streams of 7 knots — 9 knots at Springs. 

MAX. SIZE: Max. draft 21 ft. in daytime and 19 ft. at night for vessels 

entering port. For vessels navigating Evripos Strait, max. length 110 m., 

max. draft 19 ft., breadth 20 m. and subject to local regulations. 

HEALTH: Pratique not required if coming from another Greek port. 

Otherwise International Pratique regulations are applied. 

ri No local radio, all messages should be passed through Athinai 

adio. 

TUGS: 3 tugs available, join vessel off the berth. Ship's tow lines used. 

Tug is compulsory for vessels over 1,000 g.r.t. Tug used only for berthing 

and tec 

BERTHING: South Outer Harbour: 

(1) A pier of Interchem Chemicals factory with a channel with 18 ft. 
max. draft. 

(2) Avlis Shipyard with 2 floating docks. 

(3) A cement factory with docks, with max. draft 21 ft., with piers for 
loading cement and discharging coal (South Inner Harbour). 

On the Eastern shore the old quay has a length of 150 m. and a depth 
of 6.0 m. (20 ft.) alongside. The new quay has a length of 430 m. and 
a depth of 5.0 m. — 7.0 m. (17 ft. — 24 ft.) alongside. 

Berthing at slack water or when stream is South to North. 

BRIDGES: Passage above Evripos Bridge can only be effected at slack 
water or with following tide. 

CRANES: Mobile cranes available. 

STEVEDORES: Loading, discharging, carried out with ship’s gear. 
Notice must be given by Agent to stevedores not less than 6 hours 
before vessel's arrival. 

Cargo working rates: General cargo 80 tons — 100 tons every 8 hours. 
Bagged cargo 100 tons — 150 tons every 8 hours. Timber 70 cu.m. — 
90 cu.m. every 8 hours. 

MEDICAL: Agent should be advised beforehand if medical assistance 
required on arrival. Clinic facilities available. Vaccination certificates 
required. 
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DENSITY: Average 1025. 
FRESH WATER: Drinking water can be supplied in small quantities by 
tanker lorry or water barge. Available alongside at the South Pier. 
FUEL: Can be supplied in small quantities by tanker lorry. 
CONSUL: France, Tel: 2574. 
DRY DOCKS/REPAIRS: Avlis Shipyards S.A., P.O.Box 18, Chalkis, 
Greece. Tel: (0221) 31502, 31512. Telex: 272143, 272180. 

Shipyard has 2 floating docks (max. size 48,000 d.w.t.) and a lay-by 
berth for major repairs. 
WATCHMEN: Not compulsory. 
HATCHES: Opening and closing hatches can be effected by ship's crew 
or by workers if requested. 
CUSTOMS ALLOWANCES: Crew members each allowed 1 packet of 
cigarettes per day. Only the Master is allowed 1 or 2 bottles of alcohol 
while vessel in port. 
REPATRIATION: No difficulties as there are excellent communications 
with Piraeus. Also see “Shipmaster’s Report”. 
AIRPORT: Nearest is Athens International Airport (90 km.). 
TIME: GMT plus 2 hours. GMT plus 3 hours in Summer. 
HOLIDAYS: ist January; 6th January; 25th March; 21st April; Good 
Friday; Easter Monday; Easter Sunday; 21st May; 15th August; 28th 
October; 6th December; 25th and 26th December. Local holidays: 
St. Paraskevi (July), St. Nicholas (6th December). 
POLICE/FIRE/AMBULANCE: Port police 22580; Fire 23333; 
Ambulance 22282. 
TELEPHONES: Cannot be connected on board. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Shore passes are issued by Port Authorities. 
GARBAGE DISPOSAL: Service is available by barge both alongside 
and while at anchor. Garbage is collected each morning and charges 
vary with g.r.t. and distance from Chalkis Port. 
WASTE OIL DISPOSAL: No slops reception facility exists but oil residue 
from vessels are disposed of using tanker trucks. 
SEAMAN’S CLUBS: None. 
CURRENCY: Greek Drachina (DRC). 
DELAYS: Only waiting for suitable tides. 


SHIPMASTER’S REPORT: June 1981. 

The name appears to be pronounced Halkis but according to local 
people the spelling can be Chalkis, Khalkis, Halkis or Kalkis. 

To repatriate Indian crew, Agent requires names of those persons 
leaving at least 48 hours in advance. Crew usually cleared through 
Immigration 48 hours beforehand and through Customs when they leave 
the vessel. Immigration office closes at 1300 hrs. and all day Sunday. 
For British personnel, Immigration can be arranged 24 hours 
beforehand. All personnel must ensure that anything declared on the 
manifest such as cameras, radios, etc., are crossed off on being taken 
ashore otherwise vessel will be fined if these items not sighted by 
Customs when vessel sails. 

The bridge lowers and retracts under the road on the South side. 

According to the Pilot the maximum tidal rate is 4 knots, although it 
does appear faster at times. 


AUTHORITY: Chalkis Port Authority, 1 Athens Street, 34100 Chalkis, 
Greece. Tel: 28888, 28055. Telex: 272197. Contact: Commander 
George Papanicolaou, Harbour Master. 


CORFU (including Kalifoka and Kefalomandouko): 
39.37 N. 19.56 E. 


DOCUMENTS: 

3 Crew Lists. 

3 Passenger Lists. 

Maritime Declaration of Health. 

3 Stores Lists. 

3 Spares Lists. 
PILOTAGE: At least 24 hours before arrival ETA should be passed to 
Port Authority on 2182 kHz, answering on 2830 kHz also VHF Channels 
7 or 12 and Telex No. 33111. Vessels requiring Pilot during daytime 
should hoist letter “G” of international code, and sound letter “G” in the 
morse code on ship's whistle at intervals. Vessels should await Pilot in 
position Lat. 39° 38’ N., Long. 19° 57’ E. nearest to the coast of Ptychia 
Island (Vido) and Corfu, depending on weather conditions. 
ANCHORAGES: Safe anchorages in the area between Vido Island and 
coasts of Corfu, depth about 30 m. During strong N.W. winds there is 
safe anchorage in the roadstead at Garitsa Bay at a distance of 0.5 miles 
from the shore where depth in excess of 20 m. 
RESTRICTIONS: Only during unfavourable weather conditions or lack 
of berthing space. 
MAX. SIZE: Draft 7.0 m. 
HEALTH: Port Health Officer boards vessel on arrival and examines 
health declaration. In cases of suspected disease or fever on board the 
Health Officer will examine entire crew and passengers. 
RADIO: Radio Kerkyra. 2182 and 2830 kHz. 
a Radio Kerkyra on Channel 26. Port Authority on Channels 7 and 
12. 
TUGS: One tug — “Hermes”. 
os das Vessels should prepare fenders prior going alongside 

rth. 
STEVEDORES: At least 24 hours advance notice of ETA required order 
arrange gangs. There are 2 silos for the discharge of bulk grain at 
Mandouki. 
MEDICAL: Agent should be advised in advance of any medical 
requirements. Medical clinics available. 
DENSITY: 1025. 


754 


FRESH WATER: Available through 2 in. hoses. 
FUEL: For yachts in the new harbour there is a diesel-oil tank, Cay 
10 tons. Also available from road tanker for all vessels i 
FIRE PRECAUTIONS: Loading/discharging of inflammable liquids 
explosives generally forbidden without permission of Port Police» 
anchorage for vessels carrying inflammable liquids or explosivg, 
between Lazareto Islet and N.W. of breakwater point. 
CONSULS: 
Belgium: S. Savanis, 44 Alexandras Av. Tel: 33788. 
Brazil: K. Palatianos, 124 Kapodistriou St. Tel: 30767. 
Denmark: V. Patras, 140 Xen. Stratigou St. Tel: 38712. 
France: M. Paipetis, 22 lak. Polyla St. Tel: 26312. 
Germany: D. Zervos, 11 Alexandras Av. Tel. 31453, 32027, 
Italy: Mic. Viegio, 10 Alexandras Av. Tel: 37351. 
Netherlands: Aris Bogdanos, 2 Dimarchoy Manesi St. Tel: 3897, 
Norway: K. Kondis, 5 Donzelot St. Tel: 32423. 
Spain: Spiridon Pogiagos, Eygeniou Voulgareos St. Tel: 39629, 
Sweden: Adam Bogdanos, 5 Donzelot St. Tel: 29469. 
United Kingdom: |. Karidi-Patrikioy, 11 Alexandras Av. Tel: 3005: 
REPAIRS: Facilities for minor repairs only. 
DRY DOCK: Largest dry dock 20 m. length, 2 m. depth. 
WATCHMEN: Required. 
pica ho drags Opened and closed by stevedores. Hold cleaning sey 
available. 
CUSTOMS ALLOWANCES: Crew of Greek vessels are not ale 
more than immediate requirements out of bond. Seamen signing of» 
passengers leaving the vessel are allowed 200 cigarettes. 
REPATRIATION: Facilities for crew changes and repatriation availa, 
AIRPORT: 2 km. from port. During Winter 2 flights daily to Ath» 
a, Summer frequent daily flights to Athens, Thessalonika » 
abroad. 
TIME: GMT plus 2 hours. GMT plus 3 hours in Summer. 
HOLIDAYS: Local holidays are 21st May, 11th August and 
December. In addition Corfu observes standard Greek holidays. 
POLICE/AMBULANCE/FIRE: Port Police, tel: 32655, 30481; Police» 
38661; Ambulance, tel: 39403, 30033, 30562; Fire, tel: 39533. 
TELEPHONES: Telephones only available for placing onboard: 
special cases. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Required. 
REGULATIONS: Forbidden to approach Lazareto Islet. 
GENERAL: Prevailing wind is from the N.W. Anchorage in the 
harbour unsatisfactory due to mud bottom. 
AUTHORITY: Port Authority of Corfu, Xenofontos hea 2, GRY 
00 Corfu, Greece. Tel: 32655, 39513, 30481. Telex: 33) 
Contact: Harbour Master. 


ELEUSIS (including Skaramanga): 38.02 N. 23.33 E. 
(See Pla 
DOCUMENTS: 
4 Crew Lists. 
4 Passenger Lists. 
Bill of Lading. 


2 Lists of Stores and Provisions. 

PILOTAGE: Piraeus Pilot Station regulations are operative. 
ANCHORAGES: Port offers safe anchorage. Bottom mud and sat 
RESTRICTIONS: After sunset and for vessels intending to enter Eles 
port through Salamis Channel, it is imperative to give 6 hours note’ 
expected time of arrival to Port Authorities of Eleusis, in order to 0 
special permission from the naval yard of Salamis. 

AX. SIZE: No limitations to length and breadth at the installations’ 
at the main port. Max. permissible draft of vessel entering Eleusis 
is 35 ft. Max. draft at berths is 33 ft. Also see “Tankers”. 
HEALTH: For vessels arriving from other Greek ports, Pra! 
automatic. Vessels arriving from foreign ports boarded by Health 
who grants Free Pratique. 

RADIO: Athinai, 2182 kHz. 

TUGS: Join vessel outside Piraeus Harbour and formalities much s® 
as Piraeus. 

BERTHING: Overall length of jetties and quay at Eleusis 715m. 
depth over 80 m. of jetty length is 33 ft. with depths of 26 ft. elsew® 
SPECIALISED CARGO-HANDLING: Loading/discharging of iron 
carried out by (a) Holivourgiki Co., (See “Shipmaster's Report’ - Au 
1985) which owns a pier of 180 m. long and from 26 ft. to 36 ft. 0 
equipped with 4 cranes with average discharge rate of 6,000 tp.n.* 
(b) by Metallia Voxitou Elefsinos th which offer a special ancho® 
with buoys. Loading is effected by means of silo. a | 

Loading/discharging of fluid chemicals or liquid gas are carried 
Petrogas Co. to their private pier of 35 m. long and 15 ft. depth. 
MEDICAL: Advance notice not required. Clinic available in tow 
Eleusis if required. 

TANKERS: Operating companies supply reducing pieces. No face 
for residue discharge. (a) Esso Pappas: length 160 m.; breadth xe 
depth at pier 30 ft. (b) Greek Refineries: length 93 m.; breadth 12.708 
depth 7m. (c) Texaco: length 80m.; breadth 6 m.; draft 4s 
(d) Mamidakis: length 40 m.; breadth 5 m.; draft 27 ft. 
Shipmaster’s Report: June 1981. 

Petrola Petroleum Harbour just West of Elefsis town. = 
Petrola is owned by John Latsis Co. The terminal has their oW 
Channel 66 Alpha, also use Channel 12 but this usually ) 

Moorings: Normally 3, 2, 1. Normally 2 tugs. Pilots employ®, 
Petrola and come on board after Sea Pilot has taken vessel throu?” 
Bay. Fresh water available from jetty. 


WATER: Barge delivery available. 
- Available ex-whart at tanker installations subject advance notice. 
nan BO supplied by barge at other locations. _ 
PRECAUTIONS: The usual precautions applicable to oil 
a ations. During operations of white liquid (petrol, spirits, etc.) 
ne sons require a tug to be standing by. a 

TCHES: Usually opened and closed by crew and subject additional 

stevedores. 
OMS ALLOWANCES: 200 cigarettes and 1 bottle wine/spirits 
glowed per Crew member out of bond. 
ULS: None. i ‘ 

REPAIRS: All grades of repairs can be carried out at Eleusis Shipyard, 
and also at Skaramanga (see “Dry Docks”). 


pRY DOCKS: 
uelienic Shipyards Co. 

Skaramanga Shipyard: Situated on the coast between the Port of 
pyagus and Eleusis Bay. Shipyard is 8 miles by road from Athens and 
+ miles from Piraeus; driving time 25 and 20 minutes respectively. 

Mailing address: Hellenic Shipyards Co. Athens: 4 Academias St. 
tol: 36.11.142. Cables: Shipyard, Athens. Telex: 215123. 

Skaramanga: Tel: 55.73.351, 55.73.471. Cables: Shipyard, Athens. 
Telex: 215293, 215396. 

Office hours at Skaramanga: 0815 hrs. to 1715 hrs. (weekdays), 
ogi hrs. to 1345 hrs. (Saturdays). 


Floating Docks 
vain Particulars Dock No.1 Dock No.2 Dock No. 3 
ufing capacity 30,000 tons 22,000tons 25,500 tons 
Docking capacity (d.w.t.) 72,000 tons 37,000tons 60,000 tons 
overall 826 ft. 673 ft 760 ft 
Length on keel blocks 760 ft. 605 ft 693 ft 
Breadth inside banks 121 ft. 105 ft 111 ft 
Breadth outside banks 147 ft. 129 ft 136 ft 


4. of WL above keel blocks 28 ft. 28 ft. 4 

Skaramanga Yard's 3 floating docks have been designed in such a 
way as to eliminate delays of any kind in the raising of large vessels 
and to ensure that the work is carried out in minimum time and with the 
ast possible inconvenience to the crew living on board. 

The basic equipment of the docks is the following; 2x5 ton cranes, 
2fire extinguishing pumps 120 cu.m. per hour at 90 m. WC, DC current 
supply to ships 1200 A 220 V, AC current supply to ships 600 A 440 V 
§0 cycles, multipoint welding rectifier 2500 A, 2 oil pumps for supply of 
fuel oll from the dock to the vessel 60cu.m. per hour at 50™m., 
2compressors 17cu.m. per minute at 7 atu, emergency diesel 
generator set 200 KVA, foam fire extinguishing system, steam boiler 
and water distilling plants. 

Shipmaster's Report: 1978. 
Tankers may discharge residue at the deballasting station of Hellenic 
Shipyards, max. output 500 cu.m./hour. 
Graving Docks 
1. Capacity 500,000 tons. Length 420 m., breadth 75 m., depth 9.5 m. 
2. Capacity 250,000 tons. Length 327m., breadth 53.6 m., 
depth 9.25 m. 

Ships are manoeuvred at the dock entrance with the assistance of 
2x5-ton capstans situated on each side of the entrance gate. They are 
then shifted inside the docks by 2 15 ton auto-tensioning winches and 
on trolleys (mules) running on tracks on each side along the dock 

way. 

The dock floor is fitted with specially designed keel blocks for easy 
fiting and removal and with electrically operated side blocks. 

The Graving Dock is served by 2x 100 ton cranes, 1x50 ton crane 
and a small 5 ton crane. 

A fleet of 5 powerful tugs is on hand at Skaramanga Yard to assist 
cocking and undocking operations of all vessels calling at the yard. 

Eleusis Shipyards S.A. is located 27 km. outside Athens. The site 
was chosen on account of the several advantages it presents. The bay 
Swell protected from strong winds, sources of raw materials are 
wallable in the vicinity of the yard, and adequate transportation, power, 
ad telecommunication facilities can service the needs of yard. 

Athens Office: 67 Athinas Street, Athens 112. Tel. 349 053. Cables 
Helnafel Athinia”. Telex 215215 Esc Gr. 

_ Yard: Eleusinia, Eleusis. Tel. (01) 5535111. Cables “Helnafel 

Seusis”. Telex 215684 Yard Gr and 215690 Yard Gr. 

ae Docks: Three floating docks are available with the following 
ions: 


No. 1 No. 2 No. 3 
séngth 162m 227.5m 252m 
Sreadth at entrance 23 m. 33 m. 41m. 

over keel blocks 6.30 m. 8m. 9.40 m. 
Uting capacity 11,500 m. tons 20,000 m.tons 30,000 m. tons 
F (20,000 d.w.t) (60,000 d.w.t.) (115,000 d.w.t) 


con Stat 15m. 12 t at 20.6 m. 12 t at 20 m. 
@y Wall: The 640 m. long quay wall is equipped with 40 and 15 ton 
wanes, range 30 m.; power 220 volts DC 100 amp. — 42 volts DC 25 
sa ~ 280 volts AC 630 amp. Floating crane, 50 tons capacity. 

“gs: Available for manoeuvring purposes at all times. 


AIRPORT: Athens Airport. Regular international flights. 


rOuIDAYS: Cargo operations can be effected during usual Greek 
pe ays, following submission of application to Harbour Workers’ Union 
Subject cost increase of 75% above normal. 


POLICE/AMBULANCE/FIRE: Eleusis Police Station 46674; Ambulance 
' Fire Brigade 0199. 


SPECIAL PRECAUTIONS: See “Piraeus”. 


MARBAGE DISPOSAL: Garbage reception barge “Dimitrios G II” 
of pote Hellenic Express M.C., Tel: 4127543, available from 0800 hrs. 
5 hrs. Charges as follows (35% surcharge at weekends): 
Operational waste up to 1cu.m. 2732 Drs. 
over 1cu.m. 2049 Drs./cu.m. 
4782 Drs./cu.m. 


unnage/tank cleaning, etc. 
iments 1212 Drs./barrel. 
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WASTE OIL DISPOSAL: An O.W.S. barge “Alexia L” is available to 

receive oily/water mixtures. Operators are Hellenic Express M.C., 

Tel: 4127543. Charges as follows (35% surcharge at weekends): 
Passenger and dry cargo 


vessels upto 300tonnes 27324 Drs. 
over 300tonnes 27.5 Drs./tonne 
Tankers upto 600tonnes 40986 Drs. 
over 600tonnes 48 Drs./tonne. 


Oil refineries operate their own service. 
SEAMAN’S CLUBS: None 
CURRENCY: Greek Drachmas (Drs.). 


SHIPMASTER’S REPORT: August 1985. 

Berth of Chalivourgiki S.A. 

Vessel: 20,500 d.w.t. 

Max. Size: LOA 165 m. max. draft 39 ft. 
Products Handled: Steel. 

Anchorage: Eleusis Roads. 

Pilotage: Pilot boards and disembarks at Piraeus. 
Tugs: From Piraeus only. 

Cranes: 2x20 tons. 

Fresh Water: Available alongside. 


SHIPMASTER’S REPORT: October 1987. 
Documents: 
9 copies Crew List. 
2 copies Crew Declaration (to include radios, cameras,cassettes, etc.). 
2 copies Manifest (including ship’s stores, bond, ship's fixtures, etc.). 
1 copy Health Declaration. 
2 copies Drugs List. 
6 copies Cargo Manifest. 
Pilotage: The Pilot for Eleusis boards from a black and white launch off 
Piraeus Breakwater (Molos Themistokleous). There is deep water close 
in to the breakwater. 
Sieant can be contacted by telex No. 00601-212187, answerback 

LPGR. 

Pilots should be contacted on VHF Channel 12, 2 hours before arrival 
off the breakwater and again when 3 miles from the breakwater. When 
berthing at Eleusis oil piers or quays, the Refinery Pilot boards and 
departs off the pier. 

Normally only daylight transit and Wa bare unberthing for tankers 
proceeding through Ormos Keratsiniou and Stenon Navstathmou Straits 
which lead to Kolopos Eleusinas Bay. 

Under special circumstances and by prior arrangement with the Agent 
and authorities, transit is possible at night. 

At the Western end of Eleusinas Bay, ites sero Channel can be 
transitted without Pilot by prior arrangement through the Agent. If 
required, a pilot will board/depart from vessel South of Makronisos 
Island. At least 6 hours notice of arrival is required by the Agent and 
Piraeus pilot station by telex. 

Passage: The channel into Eleusinas Bay from Piraeus is very crowded 
with repair yards, naval base, laid-up vessels and small craft. 

The Pilot advised that the maximum draft allowed through Yeoryios 
Channel is 39 ft. 6 in. (BA. Chart No. 894 indicates 36 ft.). On the North 
and South bound transits using echo soundings, we found a depth of 
38 ft.6 in. This should therefore be closely checked beforehand if 
transitting in a deep draft vessel. 

The Pilot advised that the maximum draft allowed through West 

passage of Prosmegaraon was 26 ft. 
Anchorage: The vessel used Piraeus Anchorage Area No.1 (BA. Chart 
No. 894 and 1520) to the West of the line 232° from AK. Aminiou 
lighthouse. This is a slightly different anchorage area than that shown 
on BA. Charts. 

The anchorage is often very crowded. No Pilot required. 

Anchorage is also possible in Eleusinas Bay under Pilot's direction. 
This bay can also be very crowded with laid-up vessels. 

Tugs: There are very many tugs available in the area. The refinery has 
special tugs of up to 5,000 h.p. available. 

It is compulsory for small vessels to use at least 1 tug when berthing. 
Tugs secure alongside when berthing and unberthing. 

Max. Size: Maximum size of the vessel is restricted by the size that can 
pass through Keratsiniou Passage. 
Tanker Berths: 3 piers and 1 quay are used by the refinery. 

The long pier in position 38° 09.95’ N.,23° 30.55’ E. (See B.A. Chart 
No. 1513) is used by crude carriers on the East side and by chemical 
carriers on the West side (Chicksan arms). 

LPG is loaded at quay (38° 02.2’ N., 23° 30.56’ E.) to the East of the 
long pier. A depth of 38 ft. was found alongside the quay. Other products 
are also handled. The vessel moored with 2 head/stern lines, 2 breast 
lines and 1 arg we and aft. Vessels can berth either side to at 
the LPG quay, depending on ship's requirements. Maximum length 
allowed at the LPG quay is 150 m. 

Cargo: LPG storage at ambient temperature (very hot in Summer) in 
4spheres, 2with capacity of 3,000cu.m. and 2 with capacity of 
4,000 cu.m. These spheres are situated close to the quay. A Butane 
and LPG mix is handled. The liquid Chicksan is 6 in. 300 ASA and the 
vapour return line which is attached to the liquid arm is 2 in. 300 ASA. 

The maximum Butane loading rate is 250 cu.m.p.h. In October 1987 
the average rate was 180 cu.m.p.h. at +30°C. The surveyor strongly 
advised us not to use the vapour return line due to the large difference 
between ship and shore figures in the past (vapour does not go back 
to the same tank). 

There is no facility to flare cargo return vapours, or vent inert gas. 

Butane density 0.582 at 15°C. Apparently maximum oxygen level 
allowed in ship's tanks is 1%, this was not checked. 

The shore tank figures were used for Bill of Lading. 

Fresh water supplied through shore hydrant and meter at a cost of 
U.S. $3.00 per cu.m. The ship’s hoses were used and the rate of delivery 
was high. There is waterman available. 


755 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engl 


General: \t is very difficult to take any stores or supplies over the quay 
through the terminal due to numerous Customs and Port Regulations. 
If possible it is best to take stores at Piraeus anchorage or before the 
Pilot boards. The charge for launch service at Eleusis is £100 per trip 
and at Piraeus £20 per trip. 

For personnel leaving vessel, luggage is in bond until it reaches the 
airport. 

Pilot advised that there is a large tanker sea-buoy discharge terminal 
at N. Revithousa Island in position 37° 57.8’ N., 23° 23’ E. (B.A. Chart 
No. 1513). 

Public correspondence is through Hellas Radio but due to the amount 
of traffic the quality of the service/reception was poor. 


AUTHORITY: Eleusis Port Authority. 


IRAKLION (Heraklion), Crete: 35.20 N. 25.10 E. 
(See Plan) 


DOCUMENTS: 

4 Cargo Manifests. 

4 Crew Lists. 

4 Passenger Lists. 

Declaration of Crew's Personal Effects. 

List of Stores and Provisions. 

Maritime Declaration of Health. 

Vaccination Certificates. 

PILOTAGE: Pilotage area extends 0.5 to 1 mile N.E. of breakwater. 
Advance notice of ETA should be passed to Agents order arrange Pilot. 
Contact may be made with Pilot station on VHF Channel 12 during 
daylight, also when within distance of 3 — 12 miles, and subject prior 
agreement of calling time, communication can be effected by radio- 
telephone via Radio Iraklion — Pilot station telephone 225326. 
International pilotage signals apply. Pilot boat is wooden boat 12 m. 
length, hull colour black, with white deckhouse, carrying black board 
with word “Pilot” in white letters. In bad weather vessels should proceed 
close to entrance of port for Pilots boarding. 

A cement pillar has been installed on the end of the extension of the 
North breakwater. Fl. G. every 3 seconds, visible 9 miles. The pilot boat 
is equipped with VHF, range 50 miles. 

ANCHORAGES: Anchorage East of port entrance is forbidden owing 
to numerous underwater cables. In good weather conditions anchorage 
to be found 0.75 mile Northwards of North breakwater with Enetic Castle 
bearing 180°. In bad weather conditions, best anchorage is at a distance 
of about 5 nautical miles to the W. of the North breakwater and at a 
distance of 3 miles from the coast (Linoperamata Bay); depth of water 
requires a big scope of anchor chain. 

MAX. SIZE: Max. length 250 m., draft 29 ft. — 29 ft. 6 in. Usual rise and 
fall of tide 1 ft. but increasing with South winds and decreasing with 
North winds. 

HEALTH: International regulations apply for porn Free Pratique. In 
the event of suspected disease vessel will remain under quarantine until 
cleared. Pratique is automatic if ae from another Greek port. 
RADIO/VHF: Iraklion Radio, call sign SVH, keeps watch on 2182 kHz 
and replies on 2799 kHz. 

Iraklion Central Port Authority (Port Police) maintain 24 hour VHF 
watch on Channel 12. 

TUGS: Two tugs available. 

“Captain Gianis”, 1,780 h.p., owned by Tsainis Kir (Tel. 081-22231 2). 

Per hlhan 960 h.p., owned by Minos Shipping Co. (Tel. 081- 
1 A 

BERTHING: Pilot will advise Master of berthing position. 

CRANES: 1 x 40 tonnes for containers, 2 x 12.5 tonnes and 4 x 6.5 

tonnes. 

STEVEDORES: Cargo operations usually conducted by use of ship's 

own gear. Discharge rates per gang in 8 hours: Bulk cargo 200 tons, 

beens cargo 500 tons, timber 200 cu.m. and containers 2,000 tons. 

MEDICAL: Advance notice should be passed to Agents if requiring 

medical attention. Clinics and medical treatment available. 

TANKERS: Only very small tankers discharge in Iraklion Port and 

Linopermata Bay. At Iraklion, tankers discharging liquid fuel are required 

to berth at East breakwater (fuel pier), Pier No. 6 or North Breakwater. 

Attendance of fire brigade and 1 tug standing by is compulsory. 

DENSITY: 1020. 

FRESH WATER: Available ex-berth or ex-barge. Rate of delivery ex- 

berth about 500 tons per 24 hours. 


CONSULS: 
Austria Tel. 223379, 222213, 222339 and 222902. 
Belgium Tel. 283820, 284820 and 285607. 
Denmark Tel. 229402, 280245 and 221228 
Finland Tel. 283860. 
France Tel. 227510, 225425, 284463 and 242352. 
Germany Tel. 226288, 287235 and 222227. 
Italy Tel. 224797, 821236, 285225 and 288126. 
Netherlands Tel. 283820, 222303 and 224130. 
Norway Tel. 288348, 220536 and 288289. 
Sweden Tel. 226254 and 233504. 


U.K. Tel. 224012 and 284425. 
REPAIRS: Minor repairs available by machine shops in town of Iraklion. 
No facilities for deck repairs. 
HATCHES: ned and closed by crew. 
CUSTOMS ALLOWANCES: 2 packets of cigarettes per day per crew 
member allowed out of bond, and one 500 ml. bottle wine/spirits for 
whole time of vessel's stay in port. Goods to the value of 7,500 dr. for 
E.E.C. citizens and 3,000 dr. for other countries. 
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AIRPORT: Distance 5 km. Now an international airport with Numer, 


flights. 

TIME: GMT plus 2 hours, GMT plus 3 hours end March 
HOLIDAYS: Usual Greek holidays plus local holidays of 25th Any 
and 11th November. Cargo work can be arranged on holidays Sibe 
POLICE/AMBULANCE/FIRE: Police, tel. 100, 282243, 
282316; Ambulance, tel. 222222; Fire, tel. 225048, 282333. 
DEVELOPMENTS: Dredging of some berths to 12.5 m. expected ty 
present depth of 10.0 m. : 
for use by 3rd Generation Container Vessels. 

AUTHORITY: Iraklion Central Port Authority, 71110 Iraklion, Greg 


September. a 
additional costs. 
2824) 
IDENTIFICATION CARDS: Shore passes issued by Port Ai 
A jetty with length 300 m. and depth of 13.0 m. is to be Constrygy 
Tel: 081-244912. Contact: Captain Bilias Savas, Harbour Master 


ISTHMIA, Corinth Canal (including Sousakion » 
Corinth): 37.55 N. 23.00 E. (See Pla 


DOCUMENTS: (For Sousakion only). 
Port Authorities 

Crew List. 

Passenger List. 

Ship's Certificates. 

Health Certificates. 

Certificate of Anchorage Dues. 
Customs 

Customs papers and declarations. 

Cargo Papers. 

List of Stores and Provisions. 

List of Crew's Personal Effects. 
PILOTAGE: There are 16 Pilots for the Corinth Canal. Cables: “Com 
Canal”, tel: 0741-37372, telex: 232164 Dico Gr. Master of vessel m 
give at least 4 hours’ notice of ETA in order to avoid delay. For Pe 
signals, etc., see Article 7 of the New Company of the Corinth Cay 
“Regulation of Navigation and Tonnage”. 
ANCHORAGES: Open anchorage in Isthmia Bay. 
RESTRICTIONS: Corinth Canal closed every Tuesday from 060 
to 1800 hrs. in order for maintenance work to be effected. 
MAX. SIZE: The max. draft of ships negotiating the Canal, in relate 
to their width, is defined as below, assuming normal water level a 
normal weather conditions. 


Width Maximum draft 
16.0 to 16.5 m. 6.2 m. 
15.5 to 16.0 m. 6.2 m. 
15.0 to 15.5 m. 6.6 m. 
14.5 to 15.0 m. 6.8 m. 
14.0 to 14.5 m. 7.0m 


The max. draft for vessels of less than 14.0 m. width is 7.0m.) 
max. width must not exceed 18.3 m. (60 ft.). 

Special instances will be examined by the Master and the Cet 
Service in collaboration. 
HEALTH: (For Sousakion only). Pratique effected by health departm 
of the Port Authority assisted by temporarily engaged doctor. In cast 
of suspected contagious disease vessel will be held under quarantt 
and if necessary fumigation will be conducted at Piraeus. 
VHF: Corinth Canal Pilots on VHF Channel 11. Harbour Maste! 
Isthmia on Channel 19. Harbour Master at Corinth on Channels 192 
12 


TUGS: Join vessel near Canal entrance at Isthmia and Possidoe 
Ship's lines always used. 

BERTHING: In Sousakion at private factory pier. No berths at |stim 
MEDICAL: Agent should be advised in advance of number of o* 
needing medical assistance, also information of any vaccina 
required. 

FRESH WATER: Not available either at Sousakion or in the Cana. 
FUEL: No fuel available at Corinth. 

CUSTOMS ALLOWANCES: Each crew member allowed 200 cigare™ 
out of bond and 1 bottle wine/spirits. 

CARGO GEAR: Loading/discharging by ship's gear. 

AIRPORT: 100 km. distance. 

TIME: GMT plus 2 hours. GMT plus 3 hours in Summer. 
POLICE/FIRE/AMBULANCE: Telephone Harbour Master of |st® 
No. 22129. 

GARBAGE DISPOSAL: No facilities. 

WASTE OIL DISPOSAL: No facilities. 

SEAMAN’S CLUBS: None. 

CURRENCY: Drachma. 

DELAYS: Possible delay up to 1.5 hours in transiting Canal if an 
vessel already transiting canal from opposite direction. 
GENERAL: Passage via the Corinth Canal is a Transit. 


SHIPMASTER’S REPORT: (Corinth) 1977. 
Vessel: 5,700 g.rt., 9,200 d.w.t., Summer 
LOA 409 ft. 05 in. 
Documents: No special entry papers required and if anchoring toa 
the berth Customs and Immigration will usually board at a 
Port of Corinth: The port has no VHF communications but / 
can be passed through the Corinth Canal Pilot Station on Cham® 
Pilot will then telephone Agents. ) 
Anchoring off the port in the case of delay is possible but can™ 
described as safe due to the close proximity of land or shoal ¥® 
Holding ground, however, is good. This vessel anchored with cot 


draft 24 ft. 07" 


light bearing 248° in about 16 fathoms of water using 6 
greakwlee cable. Vessel rode out a Force 7/8 gale from the North 
gactes “aging but with the cable fully stretched the bridge was only 
ypectoig ay the breakwater and too close for comfort. A second 


mortage 6.6 cables from the breakwater in about 18 fathoms of 
sips n with the cable fully stretched this gave a clearance off the 
- shoal water of 3 cables, 6 shackles of cable being used. This 
slightly more comfortable position and again gale force winds were 
sperenced without dragging. The vessel did drag in this position but 
. until winds were gusting to Force 9 as a prelude to very severe storm 
ret in which no anchorage of this nature would have been 
satisfactory. The bottom is stiff grey mud and care must be taken when 
not to impede the traffic approaching the canal entrance. 

further to the Westward in order to increase the clearance 
som shoal water, etc., is not recommended as in addition to the much 
eater depth of water the holding ground deteriorates, becoming 

mud. 

‘A boat can be provided by the Agents for use as a liberty boat when 
stanchor and there is no objection on the part of the Authorities to using 
ne ship's boats for runs ashore. i a ai 
4 first examination of the chart (B.A. Chart No. 1600) will not indicate 

e to berth a vessel of this size. However, dredging work has 
seen carried out and the berth is on the S.E. side of the breakwater 
ynere there is room for a vessel of this size and for one small coaster 
» addition. The breakwater itself is slightly different in shape from that 
snown on the chart and building and dredging work are still in progress 
sits seaward end. The green flashing buoy shown on the chart is no 
jonger in position but a light of similar characteristics is now shown from 
astructure on the breakwater end. 

Maximum draft for berthing is 6.7 m. (22 ft.) and on this vessel's first 
-al soundings between ship and quay when alongside indicated depths 
between 24 ft. and 26 ft., depths outside the ship being some 5 ft. 
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ter. 
PA Pilot is available, and is of great assistance. He is an experienced 
shipmaster and has very good local knowledge. A small tug is presently 
employed shifting barges and cranes employed in harbour works and it 
s sometimes possible to use his services. This is dependent upon the 
ugmaster. He is particularly useful when undocking to hold the stern off 
me . 
Sy erronehi to the berth is bow on until the starboard anchor has 
teen let go which should be done at such a distance from the berth so 
as to allow 4 shackles of cable in the water when the vessel is alongside. 
Vessel is gradually swung on the anchor, long head and stern ropes 
ae run by boat, and vessel is so brought alongside port side to. 

The undocking operation is straightforward, the bow being pulled off 
the quay by means of the anchor. The only danger is that of the propeller 
coming into contact with the quay and here the services of the tug are 
valuable. 

Docking and undocking in strong winds from any direction would be 
hazardous and in many cases impossible. Docking is always done in 
daylight and | do not recommend undocking at night either although this 
would be possible under calm conditions. An added disadvantage of 
undocking in evening time would be that the vessel would arrive at the 
Narrows ferry crossing in the dark. 

The Pilot agrees with this appraisal of the situation. 

The quay itself is smooth concrete usually well fendered with rubber 
tyres and with mooring posts. Vessel should be well secured as 
os winds from a Northerly direction are experienced particularly in 

er, 

There is a concrete apron some 3.0 m. wide alongside the ship and 
dear of this a considerable unsurfaced area on to which cargo is 
dscharged. This area is very wet and dirty during rain. 

Fresh water is available but 7 lengths of ship’s hose are necessary 
“teach the outlet. A permanent water main is in the process of being 
ad alongside the ship. 

-#190 operation: This is controlled by the ‘Carton Pack’ Plant Manager, 
here being no stevedore as such. Ship's gear is used and normally 
igangs of stevedores. 

The working day is from 0800 hrs. to 1700 hrs., evening overtime 
%eing unusual. Seven day working is possible but all overtime is subject 
the plant working to receive the cargo. 

Stevedores can discharge rapidly from the ship lifting 2 rolls of 
‘erboard at a time but there are frequent stoppages due to congestion 
wm the quay which reduces the overall discharge rate to about 25-27 
‘als per gang hour. Although head and end clamps are provided by 
; erers (carried on board) stevedores refuse to use these and all 

Scharge is by rope sling. Rolls are landed on wooden platforms (timber 
“plied by Charterers) and then rolled by hand clear of the concrete 
%0n. Two or possibly 3 fork lifts are used to load rolls from here onto 
pm for transportation to the plant a short distance away. 

amage rate is high due to rolls becoming wet and dirty on the 
“surfaced quay with bands being broken and outer layers torn. Further 
*amage is caused by the fork lifts when loading the lorries. 
,.. mMprovement in discharging conditions can be seen unless the 
'S surfaced with proper drainage and unless Charterers are 
Can €d to provide clamp machines for handling the rolls on the quay. 
te ® should be taken when signing final outturn report as of course 
fee written up to make it appear that they took place before 


Weyerhaeuser are fully conversant with the situation. 
apr Piraeus which is some 90 km. away. They use sub- 
rinth. 
Be Sub-Agents are not geared for handling a foreign-going ship. 
Oct "action on major items it is best to telephone Agent in Piraeus 


wet: Basically not available but diesel oil has been taken, having 
"eticg, Ought from Piraeus by road tanker and with ten days ordering 


GREECE 


Repairs: These cannot be carried out except by bringing repairers from 
Piraeus at very high cost. 

Lloyds’ Surveyor is obtainable from Piraeus, this being best arranged 
directly by the ship. 
Provisions: These can be obtained locally and are of acceptable quality. 
There is no ship chandler as such and the system is for the Catering 
Officer to visit various suppliers with the Agents, pick his purchases and 
then leave Agents to collect and deliver to the ship. 
Shore Leave: Passes are required and are renewed each visit. They 
should be available for return to Immigration on departure. 
Corinth Canal: This vessel passed through the canal on the 4th 
November, 1977 on a draft of 3.6 m. forward and 4.74 m. aft. 

Application should be made in advance to the Canal Authority quoting 
the minimum draft obtainable. 

The transit presented no difficulties. 


SHIPMASTER’S REPORT: (Corinth) December 1984. 
Pilotage: One private Pilot. 
Restrictions: Berthing daytime only. Unberthing anytime day or night. 
Loading/Discharging: Vessel loaded iron pipes, rate 600 tons to 700 
tons per gang, per 8 hour shift by ship’s gear. Working only during 
daytime (never night-time). 

Vessel discharged iron plate in coils, rate 600 tons per gang, per 
8 hour shift by shore crane. 
Cargo Handled: Vessel loaded iron pipes, porcelain in powder and fruit 
in boxes. Vessel discharged iron plate in coils and paper for boxes in 
rolls. 


AUTHORITY: Port Authority of Isthmia, Tel: (0741) 37555 (Harbour 
Master). 

Harbour Master at Corinth Tel: (0741) 24574. 

Corinth Canal Co. S.A., Ippocratous 88, Athens. Te/: 36.32. 185/6/7. 
Telex: 210721. Cables: Didriko Athens. 

Isthmia Office: Tel: (0741) 37372. Telex: 0232 164 Dico Gr. 
Cables: Dioriko Corinth. Contact: T. Grispos, Director. 


ITEA: 38.26 N. 22.25 E. 


DOCUMENTS: 

6 Crew Lists. 

4 Passenger Lists. 

Cargo Manifest. 

Bills of Lading. 

2 Lists of Ship's Stores and Spares. 

Health Declaration. 

Ship's Certificates. 

PILOTAGE: Vessel should advise ETA at least 24 hours before arrival 
through the telegraphic office of Itea. Pilots are called with the assistance 
of the Port Authority on VHF Channel 12. 

Pilot boards 1 mile S.E. jetty lighthouse. Pilot boat painted black with 
white deckhouse, the word “Pilot” is painted in white letters on both 
sides. On the bow is painted “PY21”. 

In bad weather vessel should enter harbour without Pilot and anchor 
using both anchors. 

ANCHORAGES: Available inside the harbour and in Aggolis Gulf. Safe 
patted in the vicinity of the jetty head in depths of 8 m. — 10 m. 
RESTRICTIONS: Vessel may enter harbour day or night. Harbour 
prbgtag, suitable for vessels up to 60 ft. draft. 

MAX. SIZE: Max. LOA 130 m., Max. draft 6.0 m. Also see “Berthing.” 
HEALTH: Pratique is given on arrival by the port medical officer. 
RADIO: Contact possible through Hellas Coastal Radio. 

VHF: Contact with Port Authority and Pilot made on Channel 12. 
TUGS: None available. 

BERTHING: One pier. East side can accommodate one vessel with 
max. LOA 83m. and draft 6.0m. West side can accommodate one 
vessel max. LOA 130 m. and draft 6.0 m. 

Parnassos: Bauxite loading facility. Max. size 30,000 d.w.t. Loading by 
conveyor. 

Elefsinos: Bauxite loading facility. Max. size 10,000 d.w.t. with tide of 
25 cm. — 60 cm. Loading by conveyor. 

STEVEDORES: Gangs should be ordered in advance by Agents on 
basis of Master's ETA. Loading and discharging is effected by ship's 


ear. 
MEDICAL: 24 hours’ notice preferred if any medical requirements. 
Vaccination can be arranged within 24 hours. Hospital in Amfissa, 13 km. 
from the port. 
Minin je There are no special installations for loading/discharging 
tankers. 
FIRE PRECAUTIONS: There are no specific precautions. 
weeglend, ES WATCHMEN: Required, Master to appoint crew 
member. 
CARGO GEAR: Loading/unloading by ship's gear. 
AIRPORT: Nearest airport at Athens, distance approximately 210 km. 
DENSITY: 1025. 
FRESH WATER: Not available. 
FUEL: Not available. 
CONSULS: No local representation. 
REPAIRS: No facilities for repairs. 
HATCHES: Hatches are opened and closed by ship's crew. 
CUSTOMS ALLOWANCES: 200 cigarettes and 1 opened bottle of 
alcohol is allowed each man. 
REPATRIATION: Can be arranged. 
TIME: GMT plus 2 hours. End March to end September GMT plus 3 
hours. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng, 


HOLIDAYS: Cargo work can be effected on all holidays on payment of 
overtime. 

Official Holidays: January 1st; January 6th; Holy Monday; First Monday 
of Lent; Good Friday; Easter Sunday; Monday after Easter; 25th March; 
1st May; Ascension Day; 6th August; (Local Holy Day); 15th August; 
28th October; 6th December; 25th December; 26th December. 
POLICE/AMBULANCE/FIRE: Police: Tel. 32222; Ambulance: Tel. 
28400; Fire: Tel. 28199. 

TELEPHONES: Not available. 

IDENTIFICATION CARDS: Needed for crew men going ashore. 
REGULATIONS: There are general and specific regulations for the Port 
of Itea. 

DELAYS: Delays in loading can seldom be expected. 
DEVELOPMENTS: Extension and widening of the existing breakwater 
and the construction of a second breakwater. 

AUTHORITY: Port Authority of Itea. 


KALAMAKI: 37.52 N. 23.01 E. (See Plan) 


SHIPMASTER’S REPORT: 


DOCUMENTS: See “Piraeus”. 

PILOTAGE: Arranged by Agent. 

MAX. SIZE: Max. draft 38 ft. (Additional 1 ft. of draft by arrangement). 
TUGS: Berthed without tug. Agent can arrange small tug from Corinth 


Canal. 
BERTHING: Berth for discharging soya beans at Kalamaki Soya Mills 
(Refinery). 

Bulk Handling facility: Fixed steel tower with 2 suction pipes capable 
of a total of 250 tonnes/p.h. but generally slower. Vessel to shift from 
hatch to hatch. Outreach of arms about 16 m. 

The berth is not marked on the chart — B.A. 1600 and U.S. D.M.A. 
54289. It is situated on the North shore of the Sarnikos Kolpos near the 
Eastern entrance to the Corinth Canal (Dhiorix Korinthou). When 
alongside, the Canal Breakwater Lt. Ho. was bearing 253° 0.64 miles 
and Akra Sofia 195° 1.14 miles. Starboard side to. 

Mooring bollards are adequate, there being 4 suitable for backsprings 
on the short face (about 64 m.) of the ‘T’ jetty and 1 on shore for the 
headlines. At the Eastern side of the berth there is a new berth set in 
from the line of the jetty consisting of 4 concrete dolphins each with a 
bollard and 3 of our sternlines were made fast to these. Between this 
new berth, which is for discharging logs, and the leg of the ‘T’ jetty there 
is a facility for loading the products of the Soya Oil refinery into coasters. 
Tyre fenders on the ‘T’ jetty are few. 

On approaching the berth from Eastwards it is recognisable by the 
dark grey ribbed metal silos and the lattice steel tower of the discharging 
unit. 

FRESH WATER: Obtainable by truck 15 tonne capacity or by barge 
from Piraeus. Pipe for loading water from trucks will have to be extended 
by ship's hoses particularly if wore cargo in forward hatches. Cost 
per truck about 3,000.00 Drachmas. Agent says price for barge supply 
is comparable to truck if a large quantity is required. 

unpre Working Hours: Continuous — Workers supplied by 
plant. 

peal Sub-Agents: G. Karagiorgis of Corinth. Cables: “Kaskoutas 

‘orinth”’. 


SHIPMASTER’S REPORT: April 1988. 


The Kalamaki Private Pier is 2 miles E.N.E. of Corinth Canal. This dock 
belongs to the Murikis Wood Factory which is 500 m. from the Dock. 
The Berth is used for small vessels of 2,000 d.w.t. loading plywood from 
the Murikis factory. Loading is by ship’s gear or mobile cranes. Every 
sling of wood is from 800 kg. — 1,100 kg. Cargo is loaded by factory 
personnel. Small vessels lie alongside the pier where the depth is 16 ft. 
— 18 ft. Overall length 120 m. 

Large vessels lie alongside blocks with depth of 30 ft. — 32 ft. Overall 
woah 160 m. Discharging of logs is by ship's gear into the sea on the 
offside. 

Repatriation is possible via Athens which is 80 km. away. 

Berthing only possible during daylight hours. On arrival, contact the 
Isthmia Harbour Master or Corinth Canal on VHF Channel 16. 


KALAMATA: 37.02 N. 22.07 E. (See Plan) 


PORT LIMITS: The seaward boundaries of the port within which a vessel 
is considered to be an “arrived vessel” and (subject to Charter-Party 
Terms) laytime commences to count is 0.5 mile from the breakwater red 
light, where Pilot boards. 
DOCUMENTS: 

3 Crew Lists, plus 3 additional for passenger vessels. 

3 Crew personal effects lists, plus 3 additional for passenger vessels. 

3 Deck, Engine and Steward department Store Lists. 

1 Cargo Manifest. 

All ship's official documents. 

2 Crew Vaccination Lists, plus 2 additional for passenger vessels. 

1 Health declaration. 

The above are not necessary for incoming vessels from Greek ports. 
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PILOTAGE: Notice of ETA required 48 hours before arrival, The 
VHF listening and transmitting on Channel 12 on Continuous fy, 
Range 30 miles. 

Pilot boards 0.5 miles East of the breakwater red light, Wea, 
Cetin SF 
ANCHORAGES: Vessels awaiting Pilot may anchor 0.75 miles Ex», 
the breakwater red light. 
MAX. SIZE: Vessels up to 250 m. LOA, 50 m. beam and 30 ft. drat 
enter harbour, for berthing alongside. ‘ 
HEALTH: Port Health doctor boards vessel on arrival or alongside 
berth. Master required to produce Fumigation Certificate, vaccinatig, 
and Declaration of Health. Health visit not necessary for Vessels com 
from a Greek port or West European ports. 
RADIO: Athens Radio, call sign SVA, on R/T which covers the Kalama 
region also R/T stations of Patra Kerkyra and Hiraklion. 
TUGS: No tugs available. 
BERTHING: Agents require details of vessel's draft in advance bp 
berthing permission from Harbour Authorities. Total length of pe: 
1,200 m. Covered storage: 2,000 sq.m. Open storage: 22,000 sqp 
SPECIALISED CARGO-HANDLING FACILITIES: There is a si, 
grain. 2 electric pumps for liquids; 2 mobile cranes, lifting caps: 
40 tons and 200 tons; 3 forklifts. 
STEVEDORES: Number of gangs required to be advised Agent in 9» 


time. 

MEDICAL: Doctors and medical assistance available. Also private » 
public hospitals. 

FRESH WATER: Available in any quantity at berths. No barges. 
FUEL: Can only be supplied by road tankers and by bunker tare 
from Piraeus. 

CONSULS: France, Finland and Sweden. 

REPAIRS: Minor repairs can be effected in shore machine shops \ 
dry docks. 

DENSITY: 1025. 

WATCHMEN: If required can be arranged from shore. 
HATCHES: Can be opened and closed either by crew or by steved: 
subject to 4 ane payments for this work. 

CUSTOMS ALLOWANCES: 200 cigarettes and 1 bottle of spirits» 


man. 
REPATRIATION: Can be arranged by car, train or air. 
AIRPORT: Situated 6 miles away. Flights to Athens 1/2 times a da 
TIME: GMT plus 2 hours in Winter. GMT plus 3 hours in Summer |e 
March — end September). 
HOLIDAYS: Additional 
St. Dionysio's Day. 
POLICE/FIRE/AMBULANCE: Police tel. 22218 and 24720; Fire tel. '! 
Ambulance tel. 25555/27420; Tourist Police tel. 23187. District Ou 
Number 0721. 
GARBAGE DISPOSAL: Drums are available and are collected by) 
city services without any extra charge. No special collection servic 
available. 
WASTE OIL DISPOSAL: Not available. 
SEAMAN’S CLUBS: None. 
CURRENCY: Greek Drachma (DRC). U.S.$ 1.00 = DRC 255 (154% 
SHORE LEAVE: Allowed. Shore passes issued by Harbour Authorte 
DEVELOPMENTS: In the near future a Free Zone will exist. 
Additional open storage to be available. 
AUTHORITY: Port Authority of Kalamata, Port Office, Custom Hos 
Square, 24101 Kalamata. Tel: 0721/22-218. Telex: 0252211 Lea! 
Cables: “Kalamata Port Authority”. Contact: Commander G. Kana 
Harbour Master. 


local holidays are Ascension Day # 


KALI LIMENES, Crete: 34.56 N. 24.49 E. 


DOCUMENTS: Vessels may arrive for bunkering without obtaining 
pratique. However, if pratique is effected, vessels should have s¥ 
papers ready for inspection, also 4 Crew Lists, 4 Passenger Lists, Cat 
Manifest and a List of Stores and Provisions. 

PILOTAGE: 1 private Pilot employed by the bunkering company S@ 
who undertakes pilotage for vessels calling for bunkers. Pilot boa'* 
small boat equipped with signal lamp. Pilot boards about 1 to 2™ 
S.S.E. of Aghios Pavios (St. Paul) Islet. Vessels awaiting Pilot ™ 
anchor 1.5 miles East of Aghios Pavlos Islet. 

ANCHORAGES: (See “‘Pilotage”) Vessels may anchor in area betw* 
Aghios Pavlos Islet and Mavronissi, which is a safe anchorage. 
MAX. SIZE: Vessels in ballast of up to 280,000 d.w.t. and max * 
12.80 m. can enter port. A 
HEALTH: Vessels arriving from foreign ports wishing to obta™ 
pratique should cable Agents to arrange for boarding of Health Insp 
Free oe automatic if arriving from another Greek port. 

TUGS: There is 1 tug, but it is seldom used. 

MEDICAL: Agent should be advised well in advance if m@ 
assistance required. There are no hospitals or other local facilites ® 
doctor has to be called from nearest town. Hospitals at Iraklion, me 
distant. 

TANKERS: 3 berths North of Aghios Pavlos Islet (position ¥ 
34° 55’ 45” N., Long. 24° 48’ 30” E.), max. draft 12.80 m. 

FRESH WATER: Unlimited supplies available at 48 hours’ note 
FUEL: Unlimited supplies, all grades of fuel (1,000 cu.m.p.h.), ® 
(200 cu.m.p.h.) and luboils available subject adequate advance 
Supplied by Seka S.A. Telegraphic address: Seka 

Telex: 0262180 Vila GR. 

Piraeus Address: Seka S.A., 53-55 Akti Miaouli, 18536 Piraeus, 6 
Tel: 4293160. Telex: 212172, 241717. Fax: 4293345. Contact * 
Zacharopoulos, Managing Director. 


pRECAUTIONS: Portable foam fire extinguishers. 
ARE LS: None. 


nePAIAS: None: i 
TOMS ALLOWANCES: 200 cigarettes permitted to each crew 
cus to be held out of bond, and 1 bottle of wine/spirits. 

T: At Iraklion, 75 km. distant. 
GMT plus 2 hours. GMT plus 3 hours in Summer. 
£ LEAVE: Permitted if Free Pratique requested and granted. 
GARBAGE DISPOSAL: Not available. 
WASTE OIL DISPOSAL: Not available. 

N’S CLUBS: None. 

CURRENCY: Greek Drachma. 


TIME: 


sHIPMASTER'S REPORT: 1976. (Updated 1984). 

piotage: Pilot boards about 1 mile South of Aghios Pavlos. 

anchorage: Half a mile E.S.E. of Mavronissi, depth of water 30 ft. 

vax. Size: According to Pilot; 300,000 d.w.t. in ballast and max. draft 


poe Rate: Fuel — 1,000 t.p.h., diesel — 200 t.p.h. 
eta Send ETA 48 hours in advance through Radio Athens. The bunker 
stabon can be reached direct on VHF Channels 16 — 14. 


KATAKOLON: 37.39 N. 21.20 E. (See Plan) 


DOCUMENTS: 

Maritime Health Declaration. 

Usual Ship's Certificates. 

3 Crew Lists. 

3 Passenger Lists. 

2 Lists of Stores and Provisions. 

2 Lists of Crew's Personal Effects. 
PILOTAGE: Not compulsory. Port has 1 private Pilot whom vessel may 
use provided sufficient advance notice passed through Agent. 
ANCHORAGES: Vessels can anchor at a distance of 2 cables from the 
head of the breakwater (bearing 300°). Safe anchorage for vessels of 
up to 30 ft. draft between positions Lat. 37° 40’ N., Long. 21° 19’ E. and 
Lat. 37° 40’ N., Long. 21° 20’ E. 
MAX. SIZE: Max. safe draft 24 ft. 
BERTHING: One pier. Length 204 m. Depth alongside 26 ft. Berthing 
possible on both sides of the pier. 
STEVEDORES: No advance notice required. No shore facilities. Vessels 
addischarge with own gear. 
MEDICAL: No medical assistance in Katakolon, but facilities exist at the 
town of Pyrgos 13 km. distant. 
FRESH WATER: Available. Capacity 20 cu.m./hr. 
FUEL: Not available ex-berth, but can be delivered by tank truck from 
Patras or Kalamata. 
CONSULS: None. 
REPAIRS: Not available in Katakolon. Small quantities of engine spares 
available in Pyrgos. 
HATCHES: Usually opened and closed by crew but this work can be 
carried out by stevedores subject consent of Port Authority. Cost as 
agreed between Master and stevedores. 
ere Andravis Airport 26 km. distant. Flights to Athens twice 

ly. 

TIME: GMT plus 2 hours. GMT plus 3 hours in Summer. 
HOLIDAYS: Usual Greek holidays plus local holidays of 6th December 
and 17th December. 
POLICE/AMBULANCE/FIRE: Police and Immigration, Tel: 41202; 
Fire Brigade (Pyrgos), Tel: 22633; Ambulance (Pyrgos), Tel: 22344. 
TELEPHONES: No facilities for placing on board. 
SHORE LEAVE: Permitted. 
IDENTIFICATION CARDS: Passes issued by Port Authority. 
AUTHORITY: Port Authority of Katakolon. 


KAVALLA: 40.55 N. 24.25 E. 


DOCUMENTS: 
5 Crew Lists. 
2 Lists of Foreign Currency. 
4 Passenger Lists. 
2 Cargo Manifests. 
2 Lists of Crew Personal Effects. 
PiLores of Bills of Lading and usual Ship’s Certificates. 
AGE: Compulsory. 24 hours’ notice of ETA to be passed to 
nts or direct to Port Authorities. Vessels requiring Pilot should 
Ueual Harbour Master/Pilot on VHF Channel 12 (24 hour service). Pilot 
y boards about 0.5 mile from breakwater light from new 14 m. 
pilot boat. If strong South or S.W. winds prevailing, vessels 
chor Cred take refuge Eleftheron Bay. Vessels awaiting a Pilot may 
hae ae mile South of Kavalla Lighthouse and stand-by on VHF 
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ANCHORAGES: 0.5 to 2 miles South of Kavalla Lighthouse, depth 30 m. 
to 40 m. Bottom sand and mud. 
RESTRICTIONS: Berthing during daytime. Unberthing possible 
anytime. 
MAX. SIZE: Max. length 200 m. with proportionate breadth. Max. draft 
27 ft. 06 in. Tidal range 2 ft. 
HEALTH: Doctor boards vessel with Port Officer. Maritime Declaration 
of Health and Derat Certificate required. In case suspected disease or 
fever on board, Master should radio Port Authorities in advance. Pratique 
is automatic if arriving from another Greek port. 
—s No local radio station. Cables may be routed through Athinai 
adio. 
VHF: Harbour Master's office equipped with VHF Channel 12 and 16 
(24 hour service). 
MEDICAL: Advance notice of medical requirements necessary. General 
hospital in Kavalla and numerous private clinics. 
TANKERS: See “Prinos’’. 
DENSITY: 1025. 
FRESH WATER: Available at berth. 
FUEL: Small quantities available by truck. 
CONSULS: 
France Tel: 3163 Netherlands Tel: 3265 
Finland Tel: 3467 Sweden Tel: 3669 
REPAIRS: Minor repairs available. 
HATCHES: Opened and closed by crew. 
CARGO GEAR: Vessel should have cargo gear ready on arrival in order 
to avoid delay. 
AIRPORT: Distance 30 km. One or two flights daily to Athens. 
TIME: GMT plus 2 hours. GMT plus 3 hours in Summer. 
HOLIDAYS: Standard Greek holidays. Local holiday: 29th June. 
POLICE/FIRE: Police, Tel: 3291; Fire, Tel: 1999. 
AUTHORITY: Kavalla Port Authority, Kavalla, Greece. Tel: 051-223716. 
Telex: 045 2140 LIKA. Contact: P. Zachariou, Harbour Master. 


KYMASSI: 38.49 N. 23.32 E. 


LOCATION: Lat. 38° 48.6’ N., Long. 23° 31.5’ E. 

The port is on the Northern part of Nissos Ewoia. Vessels load 
magnesite in bulk, and firebricks on pallets. 
DOCUMENTS: Crew List and usual documents for Greece. 
APPROACHES: See “Shipmaster's Report”. 
PILOTAGE: Pilot boards about 5 cables off the berth. 
RESTRICTIONS: No berthing during night-time. 
RADIO: ETA and other relevant information sent by radio to the Sub- 
Charterer’s Agents, Financial Mining Industrial and Shipping Corp., in 
Athens. Cable Address: “Epichiris, Athens”. 
VHF: Approaching Kymassi VHF contact only with Harbour Master's 
Office on Channel 12 during working hours (and Channels 14 — 16). 
TUGS: There are no tugs in the area, except pilot boat. 
BERTHING: Safe draft alongside is 26 ft. 6 in., salt water. Ship berths 
alongside 2 dolphins which are very well fendered with numerous rubber 
tyres. On approach the port anchor is let go and as the ship snubs round 
to port an off-shore mooring line is run by the pilot boat aft to the off- 
shore mooring buoy, to which the ship's line is made fast. The next line 
is run to inshore mooring buoy the same way. Then vessel is made fast 
to wes bollards. 
LOADING: Carried out via a sophisticated conveyor system, the main 
tower of which is on curved track, thus allowing flexibility in loading either 
forward or aft for all the length of the vessel without any shifting, this is 
necessary only when loading palletised cargo. Also see “Shipmaster's 


Report”. 
EMERGENCY CO-ORDINATION CENTRE: Nearest at Chalkis 60 km. 
BANKS: National Bank of Greece in Mandoudi. Foreign banks in Chalkis. 
STORING: See “Prelims”. 

1. Yes. 

2. Yes, vessel can store from barges during loading. 

3. Trucks can proceed alongside. 

4. Yes. 

5. Declaration to Customs. 

6. No. 
SURVEYORS: Cargo inspectors and surveyors come from Piraeus. 
GARBAGE DISPOSAL: Not available. 
WASTE OIL DISPOSAL: Not available. 
SEAMAN’S CLUBS: None. 


SHIPMASTER’S REPORT: March 1979. 

The port is on the Island of Nissos Evvoia. Vessel loaded a cargo of 
bulk magnesite ore (deadburned). 
Documents: Crew List. Usual documents for Greece. However, as the 
ship had already cleared into Greece at Corinth, the Bond had to remain 
sealed from that port to Kymassi. Leaving Corinth a photo-stat copy of 
all papers handed in at that port was placed on board duly stamped by 
Customs for production at Kymassi. Register and usual certificates were 
taken by Agent to authorities and returned with Pilot plus clearance 
before sailing. 
Pilotage: Pilot boards about 5 cables off the berth. He gave advance 
advice about the time the other ship was to sail and when he expected 
to board. 


(See Plan) 
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Approaches: Although no large scale British Admiralty Chart of the area 
or port on board, the approach was made without any difficulty. The 
100 fathom line runs approximately 1 to 1.5 miles off the land. The ore 
loading berth is on the South side of the Bay with fairly steep to land 
on the Northern side. As ship has to swing to lie head out to sea, it is 
better according to the Pilot to approach keeping towards the North side 
of the Bay. Anchoring is not advised unless very good weather due to 
depth of water and poor holding ground. The Pilot, via VHF, advised us 
to lie off as the berth was occupied when we arrived. The ship berthed 
was due to sail around 1200 hrs., we arrived at 0900 hrs. 

Radio: ETA and other relevant information was sent by radio to the Sub- 
Charterer's Agents, Financial Mining & Industrial Corp., in Athens. Cable 
address ‘Epichiris — Athens’. There were no problems clearing 
messages. 

Approaching Kymassi there was no response on VHF until the ship 

was within 4 miles of the port, when the Pilot answered on Channel 16 
and we worked on Channel 12. 
Berthing: Ship heads towards the loading jetty, a high concrete structure 
of “Y" shape with the ship berthing against the two arms. Both these 
are well fendered with numerous rubber tyres. On approach the port 
anchor is let go and as the ship snubs round to port an off-shore mooring 
line is run by the boat aft to the off-shore mooring buoy. This buoy has 
a slip toggle arrangement to which the ship's line is made fast. The next 
line run is the inshore after line which is taken to a mooring buoy inside 
the line of the berth. A head rope was then run to the pier and to a 
strong bollard. 

The anchor cable was slacked and ship hove alongside by the head 
and stern ropes, the offshore stern rope being slacked as required. Back- 
spring was led to a bollard on the jetty as was the spring from aft. A 
further headrope was run to the bollard on the pier and aft a second 
rope to the inshore buoy plus a bight to a bollard on the pier. 
Loading: Carried out via a sophisticated conveyor system, the main 
tower of which is on a curved track, thus allowing flexibility in loading 
bearer forward of aft in a hatch. It is necessary to shift ship to load each 
hatch. 

Two grades of magnesite were loaded. One grade in No. 2 hatch, 
(first loaded), then the other grade between No. 1 and No. 3 hatches. 
When No. 2 was completed it was necessary to warp the ship astern to 
load No. 1 and later warp ahead to load No. 3 hatch. 

Loading commenced at 1540 hrs. on the 17th and was completed at 
0650 hrs. on the 18th. Allowing for shift ship plus change of gangs ashore 
it averaged out at a loading rate of 556 tonnes per hour. 

The loader has an adjustable spout which ensures that the cargo can 
be readily trimmed to ensure a good flat stow on completion of space 
without any need for trimmers. The loader is operated with regard to 
the spout and slewing from a control box situated on the draw-bridge 
section of the loader. A very dusty cargo. 

General: Whilst the vessel was alongside a small ship berthed using a 
Mediterranean moor, two anchors down and stern moored to a buoy. 
ibe berth is further inside the Bay. The vessel loaded her cargo from 
ighters. 

Agents: The Agent from the Financial, Mining and Industrial Corp. was 
most helpful and attentive to his duties. He appears to work long hours 
as he also supervises the loading and works continuously. He also 
attends to advising when it is necessary to shift ship. 


AUTHORITY: Harbour Master of Kymassi, Mandoudi, Evia Island, 


Greece. Tel: 0227-22020. Also VHF Channels 12, 14 and 16. 
Contact: George Sakalis, Harbour Master. 
LAVRION: 37.42 N. 24.04 E. (See Plan) 


DOCUMENTS: 

Maritime Declaration of Health with Crew's Vaccination Cards. 

Cargo Manifests. 

4 Crew Lists. 
PILOTAGE: Pilotage is compulsory in the port of Lavrion, except for 
Greek ships not exceeding 500 g.r.t. Address of pilot station, Port 
Authority of Lavrion. Pilot boat is a motor launch 13.2 m. long, black 
hull, white superstructure, flying code flag “H”. 

It is necessary for all vessels to give 24 hours notice of ETA, by telex 
o =) ee This is to be followed by a second notice, in case of change 
fe) ; 


Pilot boards about 0.5 miles from white flashing light of Ak. Ergastiria. 
In the event of bad weather, boarding position should be arranged after 
communication with Pilot on VHF Channel 12. 

ANCHORAGES: See “Pilotage”. 

MAX. SIZE: Max. length 130 m. (approx.), max. draft 21 ft. 

HEALTH: Health Officer and Port Officer board vessel on arrival. 
Maritime Declaration of Health should be submitted to Health Officer 
who examines any sick crew. Free Pratique is not automatic. 

VHF: Port Authority keeps watch on Channel 12 throughout 24 hours. 
BERTHING: Harbour open to S.E. winds, but otherwise sheltered and 
safe. There are two quays: one 330 ft. length, depth alongside 20 ft., 
and one of 260 ft. length, depth alongside 13 ft. 

Mining company owns bridge elevator with capacity of 700 tons per 


day. 

CRANES: No shore cranes in the port, but 3 truck cranes are available 
in the area. 

STEVEDORES: Advance notice required in order to arrange gangs. 
MEDICAL: Medical assistance available. 

FRESH WATER: Available to vessels alongside. Ships at anchor can 
be supplied by water barge. 
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Shea Available by tanker trucks from Piraeus or by fuel barges, 

iraeus. 

HATCHES: Opened and closed by crew. 

CUSTOMS ALLOWANCES: 200 cigarettes and a bottle of Spirits 

crew member out of bond. , 

REPAIRS: Minor repairs only. 

SURVEYORS: Available from Athens or Piraeus. 

REPATRIATION: Facilities exist for repatriation of crew. 

AIRPORT: Athens Airport, distance 45 km. 

EMERGENCY CO-ORDINATION CENTRE: Maritime Rescue » 

ordination Centre of Hellenic Coast Guard on VHF Channa. 

2182 kHz and 500 kHz. ’ 

SERVICES: All services are available from Piraeus. 

BANKS: National Bank. Tel: 0292-25372. Fax: 210910. 
Commercial Bank. Tel: 0292-25593. Fax: 210466. 

STORING/SHIP SUPPLY SERVICE: Available from Piraeus. 

SHORE LEAVE: Crew members are allowed ashore with ock pas 

issued by Port Authority. 

TIME: GMT plus 2 hours. GMT plus 3 hours in Summer. 

POLICE/AMBULANCE/FIRE: Police, Tel: 22100; Ambulance, }, 

22222; Fire, Tel: 22199. 

HOLIDAYS: Local holiday: 26th July. 

GARBAGE DISPOSAL: Drums provided alongside. 

DEVELOPMENTS: Construction of South breakwater (260 m.) ung 


way. 
AUTHORITY: Port Authority of Lavrion, T.K. 19500 Lavrion, Grew, 
Tel: (0292) 25249-22188. Telex: 217669 Lila. Contact: Harbour Mass 


MEGARA (Agia Trias): 37.58 N. 23.24 E. 


DOCUMENTS: See “Aspropyrgos”. 

PILOTAGE: Compulsory. Pilot boards S.W. of N.Pachi Island. 
APPROACHES: From the passage between the East end of Revithow 
Island and Cape Karas, the pier is approached on a N.W. course. 
ANCHORAGE: S.W. of N.Pachi Island in a depth of about 30 fathom 
RESTRICTIONS: No night time berthing or unberthing. 

MAX. SIZE: With suitable fendering, the berth can accommods 
vessels up to 75,000 d.w.t., and max. draft 40 ft. (12.19 m.). 
HEALTH: Free Pratique according to international regulations. 
RADIO: Athens Radio (SVA). 

VHF: Pilots and traffic on Channels 6, 12, 14 and 16. Refinery wor 
on Channels 14 and 8. 

TUGS: Compulsory. 

TANKERS: The pier projects 205 m. from the shore with berthing hee 
63 m. long (Agia Trias Berth). Depth 12.8 m. (42 ft.). 

The pier is equipped with fenders. On reaching the pier, vessel dm 
port anchor and moors alongside starboard side to, assisted by tus 
Head and stern lines are sent to mooring buoys. The pier is equips 
with 3x8 in. flexible hoses, which have to be lifted with vessel's demo 

There are no facilities for discharging ballast. 

MEDICAL: Facilities available at Megara Town (7 km.) and Eleuss. 
FRESH WATER: Not available. 

FUEL: Not available. 

REPAIRS: See “Piraeus” and “Eleusis”. 

GANGWAY: Always use vessel's gangway rigged starboard side al! 
middle of the vessel. 

AIRPORT: Athens International Airport (60 km.). 

TIME: GMT plus 2 hours. Summertime (March to September) GMT p¥ 
3 hours. 

GENERAL: Weather: During Winter, prevailing winds are North # 
some times they are Force 7 — 8. During Summertime, prevailing wm 
are variable, and at other times wind is from the West. 

Tide: Tidal range is about 0.3 m. (1 ft.). 

GARBAGE DISPOSAL: Not available from refinery. This facility can 
arranged, with charges for ship's account, with Limberis Group, Tel! 
4127543/5545841, who are authorised by the Eleusis Harbour Mas# 
WASTE OIL DISPOSAL: Available direct frorti refinery installa 
Shore tank capacity 8,000 cu.m. 

SEAMAN’S CLUBS: No club but usual local facilities. ; 
CURRENCY: Greek Drachma (GDR). U.S.$ 1.00=255.00% 
(15.3.94). ‘ 
AUTHORITY: Operator: Hellenic Aspropyrgos Refinery SA. * 
Leoforos Amalias Street, Athens 10558, Greece. Tel: 53512! 
5533229. Telex: 215489, 215443, 215442. FAX: 
Contact: Manolis Lembidakis. 


(See Plar 


wiLAKI (Aliveri Bay): 38.22 N. 24.04 E. (See Plan) 


jup’S OFFICER'S REPORT: December 1985. 


OcATION: Aliveri Bay is about 2 km. N.N.E. of Karavos in position 
ce 9g° 22’ 30” N., Long. 24° 04’ 10” E. Milaki is the name of the berthing 


piLOTAGE: Pilot boards 1 nautical mile S.W. of the berth. Pilot boat 
nted white. Call “Katerina” on VHF Channel 14 to make contact, also 
peas on Channel 12. ins) ed 
HORAGE: Vessels may anchor in Aliveri Bay. 
WAX. SIZE: Vessels up to 120,000 d.w.t. and 240 m. LOA handled. 


. “Pilotage”’. 
phy al tug “Achileus”, 1,200 h.p. Additional tugs available from 


xnalkis (Chalkis). . . ¥ od 
BERTHING: Berthing instructions obtainable from “Katerina” on VHF 


Channels 14 or 12. ' : 
One pier, length 300 m. and width approximately 50 m. 
Depths alongside: North side: 18 m. at seaward end and 14.9 m. at 


nd. 

muh side: 23 m. at seaward end and 13 m. at inner end. 

The North side is for unloading coal and slag and the South side for 
yading coal and cement. 

Cargo discharged by grab (gantry) and loaded by pipe. 
MEDICAL: There is a small hospital in Aliveri. 
FRESH WATER: Available by truck. 
REPAIRS: Facilities available at Khalkis. 
AIRPORT: Athens International Airport. 
GENERAL: Publications and Charts: B.A. Mediterranean Pilot Volume 
4and B.A. Chart No. 1597. 
Note: The pier and light on N.W. corner (OQ(R)) of pier not marked on 
Chart No. 1597, edition 1983, with corrections done for 1983 and 1985. 


SHIPMASTER’S REPORT: April 1987. 


LOCATION: In Aliveri Bay, on the Western shore of the Island of Evia 
(Euboia). 
DOCUMENTS: 

2 copies Crew Effects Declaration. 

2 copies Ship’s Stores, including Narcotics. 

2 copies Stores not Sealed in Bond (Master's Responsibility). 

4 copies Crew List. 

1 copy Maritime Declaration of Health. 

2 copies Vaccination List. 

PILOTAGE: Sea Pilot can be arranged by prior notice to Agents. 
Boarding position is off Dipsa Rock. 

Harbour Pilot boards at the anchorage or close to the jetty. 
ANCHORAGE: In position Lat. 38° 22’ N., Long. 24° 02’ E., about 1 mile 
West of the Jetty head in over 28 fathoms of water. 

HEALTH: Radio Pratique not available. 

reg Declaration of Health required. Pratique is granted after 
berthing. 

VHF: Terminal Heracles II and agent maintain watch on Channel 14. 
TUGS: 3 tugs available from Chalkis. 

BERTHING: Coal Discharging Berth — Heracles II: Berth is located on 
the Northern side of a Jetty extending about 300 m. out in a 280° 
direction from the coast. The Jetty head is in position Lat. 38° 22.5’ N., 
Long. 24° 03.1' E., about 5 cables South of Southern Breakwater light 
of Karavos Port. 

The terminal is controlled by the cement factory, which is situated just 
across the road from the Jetty. The reported depths of water in this berth 
(See Plan”) were prepared by Gold Divers Underwater Services Co. 
of Piraeus in April 1986. 

One travelling bridge crane serves the ships. The discharging rate is 
between 500 t.p.h. and 600t.p.h. Permissible airdraft is 19.00 m. 
oe Recommended arrival draft is 15.20 m. forward and 17.70 m. 

With the above recommended draft the vessel can tie up starboard 
Side alongside using about 200 m. length of the jetty with the remaining 
length of the vessel overhanging. All the after mooring ropes lead 
forward to the knuckle. Vessel can however, be wa ahead after 
ightening from forward holds. 

EDICAL: Facilities available at Aliveri. 

DENSITY: 1028 — 1029. 

REPATRIATION: Possible, but with difficulty. 

AIRPORT: Nearest airport at Athens, 3 hours by road. 

GENERAL: Customs: For issue of bonded stores contact Karavos. 

For clearance of stores and spares contact Chalkis. 

Immigration: At Chalkis. 
pplies: Provisions and stores are ordered from Piraeus/Athens. 


AUTHORITY: Port Authority of Karavos. Tel: 0223-22318. 


GREECE 


MILOS ISLAND (Adamas, Voudia Bay): (See Plan) 


LOCATION: Adamas Harbour: Lat. 36° 42.5’ N., Long. 24° 26.5’ E. 

Voudia Bay: Lat. 36° 44.6’ N., Long. 24° 32.8’ E. (on the N.E. side of 
Milos Island). 

A vessel is considered to be an “arrived ship", when at and/or 
anchored close to the above positions. 

DOCUMENTS: 

4 Crew Lists. 

3 Passenger Lists. 

3 Provisions Lists. 

4 Personal Effects Declarations. 

2 Cargo Manifests. 

Ship's Gear Book. 

Vaccination Certificates. 

Derat Certificate. 

Certificate of Registry. 

Load Line Certificate. 

Safety Equipment Certificate. 

Radio-telegraphy Certificate. 

Certificate of Measurement. 

PILOTAGE: No pilot station. Vessels requiring a Pilot should make 
contact with Adamas Harbour Control by VHF Channel 12. Vessels 
calling at Voudia Bay can make contact on Channel 8 VHF during office 
hours (0700 — 1500 hrs.local time) for general information and Pilot 
arrangements. Pilot arrangements are generally done through Agent's 
who may contact Pilot in advance by telephone. Pilot boards from a 
small motor-boat. 

ANCHORAGES: Safe anchorage in all parts of Milos Bay, where 
Adamas port is situated. Main anchorage in Milos Bay is on E.S.E. side 
of Bombarda Cape, which has a lighthouse showing a Fl. R. 4.5 secs. 
light. 

The Voudia Bay Anchorage is located 6 cables S.E. of Voudia Light 

within a circle of 3 cables radius. Ship's calling to Voudia Bay should 
use this anchorage. 
MAX. SIZE: Any size vessel may enter Adamas Port, but berthing 
alongside the Ore Loading Berth at Kanaba or the private Ore Loading 
ote of Mycobar Ore Mining Co. is restricted for vessels of more than 
26 ft. draft. 

Ore loading berth at Voudia Bay (Privately owned by Messrs. Silver 
and Baryte Ore Mining Co.) is able to facilitate berthing of vessels of up 
to 185 m. long (610 ft.) and max. draft 33 ft. Restriction exists for this 
berth, also for the height of vessel's freeboard. (The highest point of the 
vessel's side along the deck including rails or any other fixed 
constructions, must not exceed the 10.9 m. (36 ft.) from the sea level). 

Loading-discharging dock at Voudia Bay with installations for 
mechanical loading of cargo in bags. This dock has a length of 
approximately 75 m. and the max. draft of the vessel alongside cannot 
exceed more than 6 m. (20 ft.). 

No facilities for tankers. 

HEALTH: Authorities require 24 hours’ notice of arrival in order to grant 
Free Pratique to vessels arriving from a non-infectious country. Free 
Pratique cannot be granted at Milos to vessels having disease on board 
nor to those arriving from an infected area. Such vessels are required 
to proceed to a main Greek port (Piraeus, Syros, etc.) to obtain health 
clearance. 

RADIO: Athens Radio and Heraklion Radio. 

TUGS: Not available. 

STEVEDORES: Loading/discharging at Adamas Port (Kanaba) is by 
means of ship's gear, reaching a loading rate of 1,000 — 1,300 tonnes 
per working day. At the private berths of Mycobar Ore Co. in Adamas 
and Silver and Baryte Ore Co. at Voudia Bay the bulk ore is loaded by 
means of a conveyor belt at a rate of 500 tonnes p.h. maximum. 
MEDICAL: One small public hospital. There are 3 doctors and 2 dentists 
resident on the Island. There is an airport on the Island with daily services 
to Athens. Also in case of illness, the possibility of an emergency service. 
FRESH WATER: Available to vessels alongside using ship's hoses. 
Delivery alongside up to 30 cu.m. in 12 hours. 

FUEL: Small quantities of lubricants available. 

OPENING/CLOSING HATCHES: Opened and closed by crew. 
CUSTOMS ALLOWANCES: Customs Office at Adamas Harbour. Tel: 
0287-22.282. 

(a) Vessel arriving from European Common Market Ports: 
300 cigarettes, or 150 small cigars, or 75 big cigars, or 400 gm. tobacco. 
1.5 litres of spirits of 22° vol. or more, or 4 litres of wines of less than 
22° vol. Perfumes 75 gm. 

(b) Vessel arriving from any other port: 200 cigarettes, or 100 small 
cigars, or 50 big cigars, or 250 gm. of tobacco. 1 litre of spirit of 22° vol. 
or more, or 2 litres of wines of less than 22° vol. 

REPAIRS: Minor oxy-acetylene repairs possible. 

TIME: GMT plus 2 hours. GMT plus 3 hours in Summer. 

HOLIDAYS: Saturdays, Sundays and excluded holidays. Cargo work 
can be arranged on these days at 75% increase on tariff rates. 
TELEPHONES: Police: 0287-21.204. Port Authority: 0287-22.100. 
Agent of Silver and Baryte Ores Co.: 0287-41.277. Pilot: 0287-22.265 
or 22.086. 

SHORE LEAVE: Permitted. 

GARBAGE DISPOSAL: Not available. 

WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS: None. 

DELAYS: Strong Southerly winds may delay berthing, or force vessel 
to leave loading berth at Voudia Bay. 

DEVELOPMENTS: Intentions to construct a conveyor belt for ore cargo 
loading on the Kanaba Dock (Adamas). 
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SHIPMASTER’S REPORT No. 1: Voudia Bay: Fresh water is available 
using vessel's own hoses. Limited quantity of provisions are available. 
Hire of polypropylene ropes of 150 m. length is possible. 

It is advisable to close ventilators before loading due to excessive 
dust. 

Pilot remains on board during loading. 

Cargo: Perlite. 

Loading rate for bulk: 250 t.p.h. 

Loading rate for bags: 18—20 t.p.h. 


SHIPMASTER’S REPORT No. 2: Voudia Bay and Milos Island:Situated 
on the N.E. corner of the island of Milos. When approaching from the 
S.E. the most prominent features are the scarred terrain, the factory 
building and the silo which is situated just above the berth. The loading 
gantry has both fixed red and white lights on it and is conspicuous. 
Anchorage: The vessel anchored in a position with the loader bearing 
302° T. distance 7.5 cables in 48.5 m. of water using 5 shackles of cable, 
the holding appeared to be good. The recommended anchorage is in a 
position with the loader bearing 328° distance 5 cables where holding 
is reported to be good. There was another vessel in that position at the 
time. 

Caution: This anchorage is not recommended in strong South to S.E. 

winds due to the seas that build up in the Bay. Vessels are recommended 
to go to the North of Pilonisi Island and anchor in a position N.W. of the 
North West point, a distance of not less than 3 cables. This island is 
now joined to the main island by rubble from the factory, this is not 
shown on the Chart (1832). 
Method of Berthing: (See “Plans”). Approach to the berth is made 
heading in a N.W.'ly direction, keeping the Northernmost buoy (A) close 
to the starboard side and when the bow is passed about a third of the 
ship's length, the starboard anchor is let go and let run until about 
4 shackles on deck, then it is checked, in the meantime a boat will take 
a breast rope from for'd, run from the port shoulder lead (1). Once this 
is ashore and the vessel begins to cant to starboard, the bow is worked 
into position by heaving on the breast rope and slacking the cable until 
there is about 6 shackles on the latter. Meanwhile, a line is run from the 
starboard quarter (2) to buoy (B). A word of caution here, the berth is 
designed to take vessels up to 23,000 tons, so for a small vessel it will 
be necessary to have 2 ropes joined together for moorings (2), (4) and 
(5). The next line sent away is one from the Port Quarter to ashore as 
a breast rope (3), the stern is then brought into position in a similar 
manner to the bow. As the prevailing wind is from ahead usually, the 
next rope sent away is the head line (4) and finally the stern line (5). 
The latter two are used for shifting the vessel under the loader. Directly 
under the oacig gantry, there is a dolphin arrangement to keep the 
vessel off the cliff, but on completion of mooring, the vessel should end 
up about 6 ft. to 10 ft. off this. 

Caution: In strong South to S.E. winds, the berth becomes dangerous 
and vessels have to leave and go to anchor and it is often necessary 
to leave the ropes on the buoys etc. as it is not possible to let them go. 
It is also advisable to retain some ballast on board for berthing. 

There are 2 Pilots, both speaking English, the younger, an ex-Chief 
Officer has the better command of English and was the source of a lot 
of this information. 

On leaving the berth, the last rope to be let go is (2) and with a smaller 

vessel, this can safely let go while weighing anchor. Vessel will then 
pecceed to another anchorage close to, to secure, obtain clearance and 
clean up. 
Loading Procedure: Loading is done by a chute and at an approximate 
rate of 300 tonnes per hour. The cargo is very dusty and everything 
should be securely battened down and it is strongly advisable to wear 
goggles and protective masks on deck as the dust is choking and if it 
gets in the eyes, they should not be rubbed as it is abrasive and can 
cause permanent damage. Eyes should be washed out. The ship will 
advise what weight she can take, and as the weighing procedure ashore 
is liable to break down after the first 500 tonnes, vessel is loaded 
according to draft, which has to be carefully checked, as when stipulating 
amounts required per hatch, they will not necessarily keep to this unless 
told. A boat is available for checking the draft, 1 blast on the whistle will 
summon it. Only method of getting ashore is by boat, so it is necessary 
to have the starboard gangway down. Both foreman and boatman have 
a fair knowledge of English, but foreman does not come aboard but 
stays on the loader, so it is necessary to shout instructions, etc. The 
foreman will advise on shifting for position required, this is done with 
the aid of frequent blasts on a pocket whistle. Only one man comes 
aboard and that is to tend the chute. 

There appears to be a continual short swell which makes draft reading 

a little difficult. 
Entry and Clearance: Agent, Doctor, Customs and Harbour Master 
boarded the vessel at anchor and entered her there. Forms on board 
were not acceptable, but they transferred them to their own. | understand 
that the only acceptable forms are the standard IMO forms, and if there 
are any of these on board they should be used. 

Forms required: 

2 Crew Declarations. 

3 Crew Lists. 

2 Bonded Stores List. 

2 Stores Lists. 

1 Vaccination list (Including Cholera). 

There are various other forms to sign, but these are prepared by the 
Agent. The Health Declaration is made out by the doctor in his book. 
The Agent, who is from the Mining Company, spoke very good English. 
Weather: Northerly winds predominate during the Summer and can 
become quite strong during September, mainly from midnight to noon. 


AUTHORITY: Port Authority of Milos, Adamas Harbour, Milos Island, 
Greece. Te/: 0287-22100. 

Silver & Baryte Ores Mining Co. S.A., 21a Amerikis Street, Athens 
10672, Greece. Te/: 3690330 or 3690111. Telex: 215189 elio gr. 
Local: Silver & Baryte Ores Mining Co., Voudia Bay, Cyclades, Milos 
84800, Greece. 
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MITILENE (incl. Geras Bay and Pamfyllon): 
39.06 N. 26.35 E. (See Pi, 


PORT LIMITS: A vessel is considered to be an “arrived ship” and 
will commence at the working hours that follow the delivery Oy 
Master's Notice of Readiness. . 
DOCUMENTS: 
Quarantine: 

Maritime Declaration of Health. 

Valid Derat Certificate. 

International Vaccination Certificates. 
Customs: 

2 Crew's Effects Declarations. 

2 Ship's Stores Declarations. 

2 Bonded Goods Declarations. 

2 Crew Lists. 
Immigration: 

1 Crew List. 
Port Authority: 

1 Crew List. 

1 Passenger List. 

Ship's Certificates or Memorandum. 

Ship’s Papers. 
PILOTAGE: It is not compulsory, but, if required, the services, 
experienced Mercantile Marine officers, having knowledge of the py 
can be obtained. 
ANCHORAGES: Off the Outer Port, in depths of about 18 m.; extrey 
end East of Kastro Peninsula (or Fokiotrypa) light, bearing due Nop 
RESTRICTIONS: Entry is not allowed after sunset. 
MAX. SIZE: Length 120 m. — draft 17 ft. at Inner Port; length 160m. 
draft 28 ft at Outer Port. 
HEALTH: The Authorities must receive a 24 hour advance notice » 
the ETA of the vessel with information about the port of origin, the 
the number of crew and passengers and the port of destination; deta: 
of any suspected disease or fever on board must be included in ty 
notice. Pratique is automatic only for vessels entering after calling: 
another Greek port. 
RADIO: “Athinai (Athens) Radio”, “Limnos Radio”, “Chios Radio” 
signs SVA, SVL, SVX respectively. 
VHF: Port Authority's VHF radiocommunication; Channel 12 for cally 
BERTHING: See “Plan”. For drafts see “Max. Size”. 
STEVEDORES: At least 8 hours’ advance notice for the number: 
stevedores required. 
MEDICAL: In case of illness on board the Master should cable deta 
prior to arrival. Hospital and dental facilities are available. Vaccinaty 
cards required. 
TANKERS: At Geras Bay (Mamidakis) and Pamfila (Purfina). 
FRESH WATER: Available from the quay through pipes. Cost per it 
about 600 Drs. 
FUEL: Se get by tanker trucks only; advance notice required. 


FIRE PRECAUTIONS: No more than the usual ones. 
CONSULS: 

Belgium Tel. 28494 

France Tel. 28151 

Netherlands Tel. 28760 

Sweden Tel. 28494 


REPAIRS: Local machine shops undertake very minor repairs. 
SURVEYORS: Lloyd's Register and Hellenic Register of Shipping. 
HATCHES: Opening and closing is normally carried out by crew. 
CUSTOMS ALLOWANCES: For each member of the crew: tobact 
50 grams; cigarettes, 40 pieces; small cigars, 20 pieces. Wines, 2 litres 
Spirits, 0.75 litre. 
CARGO GEAR: Load/discharge effected by ship’s own gear. 
REPATRIATION: There are facilities for effecting crew changes a 
arran als bag necessary repatriation. é 
AIRPORT: Distance 8 km. It is regularly served by “Olympic”. Fig® 
to Athens and Thessaloniki. 
TIME: GMT plus 2 hours. GMT plus 3 hours during Summertime ft 
April to September. 
HOLIDAYS: January 1st, New Year's Day; January 6th, Epiphany; 
Monday; March 25th, National Holiday; Good Friday; Easter 
May 1st, Labour Day; Whit Monday; Sg pe 15th, Assumption; Octove 
28th, National Holiday; December 25th, Christmas Day; December 26 
Boxing Day. : 
Cargo work can be arranged on these days after consultation with 
union of stevedores. 
POLICE/AMBULANCE/FIRE: Police, Tel. 100 and 22021; Hospital, !® 
28412 and 22005; Fire Brigade, Tel. 199 and 22055. 
EMERGENCY CO-ORDINATION CENTRE: Hellenic Coast Gu 
Emergency Co-ordination Centre (S.A.R. Chamber) in Piraes 
Telephones: 4112500 and 4173238. Telex: (021) 2022, 2273 and 228 
Yen Gr. 
BANKS: 
Bank of Greece, Prokymaia Telex: 297110 Bngr Gr. 
National Bank of Greece, Prokymaia. Telex: 297106 Nbg Gr. 
General Hellenic Bank, Prokymaia. 
Commercial Bank of Greece, Prokymaia. Telex: 297103 Cbmy & 
lonian & Popular Bank of Greece, P. Kountouriotou & Alkaiou. Te 
297109 IPMY GR. 
Agricultural Bank of Greece, Vournazon 2. Telex: 297108 Ate 6 
Credit Bank, P. Kountouriotou 33. Telex: 297151 Ccb Gr. 
STORING: Vessel can be stored by truck only. Trucks can 
alongside at the berth. 
SHIP SUPPLY SERVICE: Ant. Picoulos Shipping Agency, Prokym 
Mitilene. Office Tel: 23720, 27000, 24933. Home Tel: 22341. Te 
297120. 
SHORE LEAVE: No restrictions. 
IDENTIFICATION CARDS: Shore passes are issued. 
DELAYS: Normally there are no delays. 
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yTHORITY: Hellenic Coast Guard, Island of Lesbos Port Authority, 
A Port Authority, Prokymaia, Mitilene 81100, Greece. Tel: 28827, 

24115. Telex: 297142 LXM GR. Cables: Limenarchio, Mytilene. 
28886 951-28888. Contact: Commander Apostolakis Christos, Harbour 


master 


yYKONOS: 37.26 N. 25.25 E. 


in excess of 22,000 d.w.t. have been accommodated. Loading 
4 Barytes ore at rates up to 5,000 tons per day. In Winter when North 
wads prevail conditions are satisfactory for loading: however, loading 

considered unsafe when S.W. or West winds prevailing. When 
sufficient cargo is available vessels can load in 2 days. 


PACHI: 37.58 N. 23.23 E. (See Plan) 


DOCUMENTS: All usual certificates including Registry, Safety, Cargo 
Gear, Radio, Derat, Last Port of Clearance and: 

9 copies Crew Lists. i. 

2 copies Vaccination Certificates. 

1 copy Cargo Manifest. 

1 copy List of Spares. 

{ copy Maritime Declaration of Health. 

1 copy Vaccination List. 

4 copies Crew Effects Declaration. 

1 copy Passenger List. 

1 copy Cargo Documents. 

2 Special Customs Forms in triplicate. 

2 copies Stores Lists. 

PILOTAGE: Compulsory. Pilot boards S.W. of N.Pachi Island. 
ANCHORAGES: S.W. of N.Pachi Island in depth of 30 fathoms. 
RESTRICTIONS: No berthing or unberthing at night. 

MAX. SIZE: Pachi Oil Terminal is able to accept vessels for discharging 
crude oil from 20,000 d.w.t. to 600,000 d.w.t., max. draft 29 m. The depth 
at the head of the pier is 31 m. 

HEALTH: Pratique is in accordance with International Regulations. 
Pratique not required if arriving from another Greek port. 

RADIO: Athens Radio (SVA). 

VHF: Piraeus Pilots and Eleusis Coastguard operate a 24 hour service 
on Channels 16, 6, 12 and 14. Hellenic Refinery operates on Channels 
14 and 8. 

RADAR: None. 

TUGS: Usually join vessel near anchorage. Ship's lines always used. 
MEDICAL: Medical facilities available at Megara and Eleusis. 
TANKERS: Location of berth: Lat. 37° 58’ 25” N., Long. 23° 22’ 50” E. 

Pilot will advise Master of berthing place in accordance with Port 
Authority instructions. Always berthing with starboard side alongside with 
3head lines, 4 breasts, 2 springs, 3 stern lines, 4 breasts and 2 springs. 

There is one berth with 4 unloading arms 16 in. diameter each. The 
maximum and minimum height of the manifolds to the ship is 35.5 m 
and 2m. respectively above sea level. 

The maximum accepted pressure is 11 bars (150 p.s.i.) and the 
maximum accepted flow rate through each unloading arm is 4,000 cu.m./hr. 
Echo Distance Device: Available at the berth is a distance and speed 
%vice. Prior to berthing, but before approaching, obtain indications from 
minal that device is in good order. 

DENSITY: 1025. 

FRESH WATER: Not available at present. 

FUEL: Not available. 

FIRE PRECAUTIONS: Fire wires rigged fore and aft on outboard side 
otvessel. Deck scuppers plugged. Spark arresters to be fitted on tank 
openings. Earth connections made. Safety Tug standing by during 
dscharging, according to Port Authority instructions. 

Inthe case of a storm, the Dock Master can stop discharge of vessels. 
CONSULS: None locally. Consuls at Athens and Piraeus. 

REPAIRS: While alongside, maintenance of any kind on board is strictly 
prohibited. In case of an emergency, the issuing of a special written 

Cold or hot work” permit is necessary. 

i DOCKS: See “Eleusis”. 
CANGWAY/DECK WATCHMEN: Not required. 

USTOMS ALLOWANCES: 200 cigarettes and 1 open bottle of wine/ 
fon allowed per crew member. 

RE ATION: All facilities available for crew changes and 
n. 

ment: Athens International Airport at Hellinicon (60 km.). 

an plus 2 hours. Summertime (March to September) GMT plus 


HOLIDAYS: None affectin: 

fa Somina 
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Cargo operations. 
E: All emergency services are available 
Office. Eleusis Coastguard (01) 5547711, 


TELEPHONES: This service is available aboard ship by prior 

seRVICre through the Agents. Standard rates apply. 

SHOR ES: Compass adjusting. Electronic equipment services. 

DENTE LEAVE: Allowed. 

GARB FICATION CARDS: Shore passes issued by Port Authority. 

am AGE DISPOSAL: Not available from refinery. This facility can be 

sia7eeey with charges for ships account, with Limberis Group, Tel: 01- 
5545841, who are authorised by the Eleusis Harbour Master. 
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GREECE 


WASTE OIL DISPOSAL: Available direct from refinery installation. 
Shore tank capacity 8,000 cu.m. 

SEAMAN’S CLUBS: No club but usual local facilities. 
CURRENCY: Greek Drachma (GDR). U.S.$1.00 = 255.0GDR 
(15.3.94). 

AUTHORITY: Operators: Hellenic Aspropyrgos Refinery, S.A., 
54 Leoforos Amalias Street, Athens 10558, Greece. Te/: 5351200, 
5533229. Telex: 215489, 215443, 215442. FAX: 5350990. 
Contact: Manolis Lembidakis. 


PATRAS (including Rio): 38.14 N. 21.45 E. (See Plan) 


DOCUMENTS: Port Authorities: 2 Crew Lists, Customs: Declaration of 
Cargo and Passengers. 

PILOTAGE: Compulsory. Advance notice of ETA to be passed to Agents 
who arrange Pilot. Vessels without Agents should advise authority of 
ETA through Athens Radio, or on arrival outside harbour make 
International Code sounds and signals for vessels requiring a Pilot. Pilot 
boat is small boat carrying pilot flag. Pilot usually boards less than 1 mile 
outside harbour entrance. VHF contact possible with Port Authority and 
Pilot on Channel 12. 

ANCHORAGES: Patras Roads are usually safe; when very strong 
W./N.W. winds blow, vessels may anchor at Nafpaktos Roads. 
RESTRICTIONS: Port entrance has depth of 34 ft. At main harbour 
vessels having draft in excess of 28 ft. cannot berth. The limit at the 
new berth is 34 ft. draft. There are 2 red buoys at the entrance to the 


port. 
MAX. SIZE: Vessels of less than 34 ft. draft. No restrictions on length 
or breadth. Height of tide, max. 0.55 m., does not affect size of vessel. 
HEALTH: Pratique in accordance with International Regulations. 
RADIO: Athens Radio. 
TUGS: Two tugs, 900 h.p. and 1,200 h.p. Use of tug compulsory for all 
vessels over 1,000 tons gross. Joins vessel at entrance to harbour. 
Ship's lines used. 

Tugs also available on request to Nicolas E. Vernicos. Tel: Piraeus 
452781 2-4522337 (24 hours). 
BERTHING: In accordance with allocation given by Port Authority. See 
“Plan” for lengths and depths. 
STEVEDORES: Advance notice of ETA required in order to arrange 
berth and order number of gangs to commence work immediately. 
General cargo rate about 80 — 100 t.p.h./gang, bulk cargoes 75 — 90 
tons. 7 mobile cranes, capacity up to 25 tons available. One mobile 
crane capacity 118 tonnes with container handling facilities. 
TANKERS: No facilities at Patras, but Texaco-Restis Berth at Rio for 
pected up to 18 ft. and 2,500 tons alongside. No residue discharge 
facilities. 
FRESH WATER: Supply line connected to all berths. Rate 30 t.p.h. 
FUEL: Deliveries by tank trucks at Patras. Available at Texaco-Restis 
Berth at Rio. 
FIRE PRECAUTIONS: Vessels refuelling or discharging explosives or 
flammable materials must apply to Port Fire Brigade to stand by. 


CONSULS: 
Belgium France Netherlands 
Denmark Germany Sweden 
Finland Ital Switzerland 


REPAIRS: Very minor repairs only. 

WATCHMEN: Advisabie to employ night-watchmen on large vessels. 
HATCHES: Usually opened and closed by crew. 

CUSTOMS ALLOWANCES: 200 cigarettes and 1 bottle wine/spirits 
allowed out of bond for each Crew member. 

REPATRIATION: All facilities for crew changes and repatriation. 
AIRPORT: None. ie 

TIME: Summertime GMT plus 3 hours end March to end September, 
otherwise GMT plus 2 hours. 

HOLIDAYS: In addition to general Greek holidays and Sundays, local 
holidays are 8th September, 30th November. Work can be arranged on 
these days subject to payment of additional charges. 
POLICE/AMBULANCE/FIRE: Port Police, tel. 341-002; Patras Police 
Station, tel. 100; Ambulance, tel. 166; Fire Brigade, tel. 199. The port 
has a fireboat. 

TELEPHONES: Facilities for connecting on board. 

SHORE LEAVE: Permitted. 

IDENTIFICATION CARDS: Crew are supplied with passes by Port 


Authority. 
DEVELOPMENTS: (a) Outer breakwater has been extended by 90 m. 
at South end. 

(b) New quay with length of 220m. to the North of the main 
installation to be constructed. 
GARBAGE DISPOSAL: Service available. Garbage must be packed in 
yr Contact Tel: 61-336700. 
WASTE OIL DISPOSAL: Service available by tanker truck. Contact 
Tel: 1-4130027. 
SEAMAN’S CLUBS: No club. Facilities for games and sea sports are 
available locally, as are Greek Orthodox and Catholic churches. 
CURRENCY: Greek Drachma (DRC). 
AUTHORITY: Port Authority of Patras, Building of Port Authorities, 
Patras, Greece. Tel: 061-322024. Telex: 312120 LTPA GR. FAX: 061- 
331997, 061-344860. Contact: P. Bousbouras, Technical Manager. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engl 


PIRAEUS: 37.57 N. 23.38 E. (See Plan) 


(Including AGHIOS GEORGIOS 37.57 N. 23.36 E.; DRAPETZONA 
37.56 N. 23.37 E.; and PERAMA 37.58 N. 23.35 E.) 


DOCUMENTS: All usual certificates including Registry, Measurement, 
ny ah Load Line, Fumigation, Passenger Safety, Cargo Gear and 
Radio. 

9 Crew Lists. 

2 Vaccination Certificates. 

Cargo Manifest. 

List of Provisions and Stores. 

List of Spares. 

Maritime Declaration of Health. 

1 List of Vaccination Dates. 

1 Crew Effects Declaration. 

Customs: 

2 Special Forms in Triplicate. 

1 Stores List. 

Master's Declaration of typewriters and adding machines, etc. 

Crew Passports, or Seamen's Books. 

Passenger Passports. 

PILOTAGE: Cable Agent well in advance advising ETA. Agent informs 
pilot office of vessel's arrival time. 

Pilots can be contacted on VHF Channel 16 for calling, Channels 7 
and 12 for communication. Pilot boat is a wooden vessel about 10 m. 
length with black-painted hull, word “Pilot” painted in white. 

Vessels requiring Pilot should signal letter “G" by morse light or by 
ship's whistle. Pilot boards vessel about 1.5 miles off entrance to 
harbour, except when very strong South winds prevailing, in which case 
vessel advised by VHF or by signal light that conditions impossible for 
pore boarding, and whether vessel permitted enter harbour at Master's 
risk. 

If awaiting Pilot, anchorage is possible inside pilotage area of Piraeus 
— Aghios Kosmas — Piraeus Anchorage — Perama Anchorage — Megara 
Anchorage (Pachi). 

ANCHORAGES: As above. Depths between 9 and 35 fathoms. 
RESTRICTIONS: No restrictions for Aghios Georgios Harbour or 
Drapetzona excepting draft. Harbours open throughout 24 hours for 
entry and departure subject prevailing weather conditions. No tidal 
restrictions. 

MAX. SIZE: Aghios Georgios: Max. draft 32 ft. Drapetzona: Max. draft 
38 ft. Piraeus: Max. draft 36 ft. (Also see “Tankers”). 

RADIO: Athinai Radio — SVA. 

TUGS: Use of tugs compulsory for vessels over 1,000 g.r.t. Usually join 
vessel outside harbour, always using ship's lines. Over 30 tugs available. 
10 of less than 1,000 h.p. and remainder over 1,000 h.p. 

Nicolas E. Vernicos Shipping Co. Ltd., operate 10 tugs, 500 — 4,000 h.p. 
Available for towage and salvage. Tel: 4527812, 4522337 (24 hours). 
Telex: 212450 Vern Gr. VHF Channel 6. 

BERTHING: Agent must advise Piraeus Harbour Authorities in order to 
secure berth allocation. 20,000 m. of quay space. 9 Ro/Ro ramps 
available. 

CRANES: 3 container cranes, lifting capacity 41 tons. 

56 electric wharf cranes with capacities of 2 to 27 tons installed along 
the wharf of the main port and at the dry and floating docks. 

51 mobile cranes with capacities of 3 to 20 tons. 

19 Straddle-carriers for containers, capacity 30 tons each. 

4 floating cranes with capacities of 15, 30 and 2100 tons. 

BULK HANDLING FACILITIES: Silo suction-duct installations capable 
of moving grain at up to 130 t.p.h. and cee facility for 40,800 tons, 
as well as 2 mobile suction-duct units for bulk grain-cargoes. 

One gantry crane lifting capacity 10 tons, used for coal and bulk 
cargoes installed at Hercules Port. Pier length 200 m., max. LOA 160 m., 
max. beam 17 m., max. draft 10 m. Average daily rate for coal 1,000 — 
1,200 tonnes. 

STEVEDORES: Agent must submit letter of application to Piraeus Port 
Authorities for number of gangs required also time required to 
commence cargo work. Discharge usually effected with ship's own gear. 

Normal work on loading/discharge of goods in the port is carried out 
by 2 regular shifts, the morning shift (0800 — 1400 hrs.) and the afternoon 
shift (1500 — 2100 hrs.). Likewise, upon application of the interested 
parties (ship-owners, Agents, consignees, shippers, etc.), and provided 
approval of the competent P.P.A. Service is obtained, a third, night shift 
can be assigned to the job if the necessary workers and operators are 
available. This shift is again of 7 hour duration, from 2100 — 0330 hrs. 
or can be extended to the morning hours if necessary. Exceptionally in 
the case of work on refrigerator vessels, on which work during the 
Summer period is limited to the afternoon hours, the Service can assign 
workers and operators of loading/discharge machinery, starting from 
1630 hrs., for a 7 hour period which can be extended, if conditions 
warrant, to the morning of the next day. Loading/discharge work may 
also be undertaken on Sundays and other non-working days (holidays) 
such work being considered as totally extra, being burdened with extra 
charges accordingly. 

MEDICAL: All medical and hospital facilities available. No advance 
notice required except in special cases. 
TANKERS: Discharging effected at private installations. 


Shell Max. draft 32 ft. Petrolles Max. draft 29 ft. 
B.P. Max. draft 36 ft. Fina Max. draft 28 ft. 
Elvyn Max. draft 26 ft. Mobil Max. draft 48 ft. 


D.E.H. Max. draft 36 ft. (outside steam generator factory, no facilities 
for going alongside). 
DENSITY: 1025. 
FRESH WATER: Available alongside berths. For vessels at anchor, 
water can be delivered by barges (capacity 150 — 240 tons) belonging 
to Piraeus Harbour Authority at 50% additional cost. 
FUEL: Gas oil, fuel oil and mixtures of both to a certain viscosity 
available. Advance notice of requirements should be sent to Agent order 
complete customer's requirements. 
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CONSULS: 

Belgium Iceland Philippines 
Costa Rica Italy Senegal 
Cyprus Liberia Somalia 
Denmark Netherlands South Africa 
Ecuador Norway Spain 
Finland Panama Sweden 


REPAIRS: Facilities available for all kinds of deck and engine Tea 


DRY DOCKS: (A) Two permanent dry docks at Piraeus (i) lee 
136.4 m., depth 9.27 m.,; (ii) Length 93.3 m., depth 8.0 m. 

(B) Two floating docks at Perama. (i) Length 202 m., depth W 
capacity 15,000 tons. (ii) Length 113.8 m., depth 28 m., Capacity 4 
tons. : 

Also see “Eleusis” and “Syros”. 


SURVEYORS: American Bureau of Shipping, Filellinon 1-3, Piraay 
Tel: 452761 1/4. 

Bureau Veritas, 85 Akti Miaouli, Piraeus. Tel: 4173270, 45171y 
4120673. 

Det Norske Veritas, 5-7 Filellinon Street, Piraeus. Tel: 45253334 

Germanischer Lloyd, Kanari 8 & Hatzikiriakou Street, Piraey 
Tel: 4513123. 

Lloyd's Register of Shipping, 87 Akti Miaouli, Piraeus. Tel: 452355 
4523942. 


Nippon Kaiji Kyokai, 117 Notara Street, Piraeus. Tel: 4523, 
4525777. 

Registro Italiano Navale, 35-39 Akti Miaouli, Piraeus. Tel: 45209), 

Panama Bureau of Shipping, 23 Akti Miaouli, Piraeus. Tel: 41109 

Hellenic Register of Shipping, 23 Akti Miaouli, Piraeus. Tel: 41775 


WATCHMEN: Required. 

HATCHES: Opened and closed by stevedores. 

CUSTOMS ALLOWANCES: Tobacco, 200 cigarettes per crew mem» 
allowed out of bond. Wine/spirits, 1 bottle. 

CARGO GEAR: Before commencement of loading or discharge, cay 
rd is examined by Piraeus Harbour Authorities. 

EPATRIATION: All facilities for crew changes and repatriation. 

AIRPORT: Athens Airport 14 km. distant from main harbour. Regu: 
international flights. 

TIME: GMT plus 2 hours. GMT plus 3 hours — end March to & 
September. 

HOLIDAYS: In addition to Sundays, local holidays are: 1st Januay 
Epiphany; Whit Monday; 25th March; Good Friday; Easter Monds 
1st May; Holy Trinity; 15th August; 28th October; 12th Decemby 
25th December; Boxing Day. 

Cargo work can be arranged on these days subject extra payment: 

75%. 

POLICE/AMBULANCE/FIRE: In emergency telephone Harbour Ofe 
188 or 4511-183. Subsidiary Harbour Department Tel: 461287 
Harbour Guard Aghios Georgios Tel: 4612-876. Harbour Gua 
Drapetzona Tel: 4511-183. Police Tel: 100. Fire Service Tel: 199. 
TELEPHONES: Telephone connection on board can be made. 
SERVICES: Compass adjusting, tank cleaning. No facilities b 
discharge of tank residues. 

SHORE LEAVE: Permitted. 

IDENTIFICATION CARDS: Passes required for seamen going ashor 
BANKS: Greek Banks in Piraeus: 

Bank of Attica S.A. Tel: 4124659. 

Bank of Crete. Tel: 4522633. 

Bank of Greece. Tel: 4121484. 

Commercial Bank of Greece. Tel: 4174721. 

Commercial Bank of Greece (Shipping Dept.). Tel: 4520370 

Credit Bank of Greece. Tel: 4174392. 

Ergobank S.A. Tel: 4130234. Shipping Branch Tel: 4115626. 

lonian & Popular Bank. Te!: 4174101. Shipping Branch Tel: 45223) 

National Bank of Greece. Tel: 4174101. Shipping Branch Té 

4522611. 
Piraeus Bank S.A. Tel: 4122648. 
Foreign Banks: 

Algemene Bank Nederland NV. Tel: Piraeus 4522305. 

American Express. Tel: Piraeus 4121665. 

Arab Bank Ltd. Tel: Athens 3230818. 

Arab Hellenic Bank. Tel: Athens 3250820. 

Banca Commerciale Italiana. Tel: Athens 3246014. 

Bank of America. Tel: Piraeus 4527251. 

Bank of Nova Scotia. Tel: Piraeus 4118711. 

Bank Saderat Iran. Tel: Athens 3249531. 

*Bankers Trust Company. Tel: Athens 3229835. 

Banque de Paris et des Pays Bas. Tel: Piraeus 4137202. 

Barclays Bank International Ltd. Tel: Piraeus 4510207. 
“Bayerische Vereinsbank. Tel: Athens 3639315. 

Citibank NA. Tel: Piraeus 4523511. 

Continental Bank. Tel: Piraeus 4112711. 

Grindlays Bank Ltd. Tel: Piraeus 4111753. 

*Hambros Bank Ltd. Tel: Athens 3227243. 
Marine Midland Bank. Tel: Piraeus 4520350. 
Midland Bank pic. Tel: Piraeus 4136403. 

“Morgan Grenfell Co. Ltd. Tel: Athens 3606456. 

National Westminster Bank Ltd. Tel: Piraeus 4529215. 
“Nederlandse Scheepshypotheekbank. Tel: Piraeus 4523946. _ 
*Schiffshypothekenbank zu Lubeck Aktiengeselisch. Tel: Pir 

4523657. 

Societe Generale. Tel: Athens 3255001. 

The Chase Manhattan Bank. Tel: Piraeus 4113711. 

The First National Bank of Chicago. Tel: Athens 3602311. 

Williams & Glyn’s Bank. Tel: Piraeus 4527483. 

“Representative. 

SPECIAL PRECAUTIONS: 

Ship's Speed in Port: Incoming or outgoing vessels must keep se 
steady, provided weather conditions and vessel's manoeuvrability 
to do so, but never to exceed 5 knots. 
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in the Harbour: Throwing overboard of ballast, objects of any 
pone? ‘ood rejects, and dirt in general is strictly prohibited. All such 
tan be jettisoned after ship's exit from the harbour and at a 
| es not less than 16 miles from the nearest coast. Alternatively, all 
| a bbish can be thrown in a special rubbish-collecting vessel in the 
BO yution by Bunker Oil or Sediments: The jettisoning of oil products 
seerally in any port or roadsteads less than 50 miles from the coast is 
prohibited. Similarly prohibited is the pollution of the sea by 

jets ong of oil-sediments during dry-docking or repairs of vessels. 
polution of the Air: Strictly forbidden is the de-sooting of boilers of all 
vessels at Greek ports. Similarly prohibited is the exit of gases in the 
om of smoke, which poisons the atmosphere and endangers public 


roatading: If upon arrival or sailing the Port Authorities ascertain 
syetoading of the vessel, heavy fines are imposed. 
ae OPMENTS: Hercules Port Container Terminal under 
jon. Length 1,100 m. in 1st phase and on completion 2,300 m., 
depth 13 m. First phase became operational in April 1989. 2x 46 tonne 
cranes available. 6 gantry cranes will be available when the 
erminal is completed. 7 . ‘ 
A {TY: Port of Piraeus Authority, 2, Il Merarchias Street, 185-35 
pyaeus. Tel: 4520-910/919. Telex: 212187 Olp Gr. FAX: 4520-852. 
cables: Olp — Piraeus. Contacts: George Prassianakis, Chairman; 
George Klavdianos, General Manager, Tel: 4520-944; Kyriakos 
Perimenis, Labour and Coordination Division; Emmanuel Peloponissios, 
Harbour Master. 
AGENT: G.A.C. Shipping S.A., P.O.B. 80418, GR-18510 Piraeus, 
Greece. Tel: (30-1) 4532914, 4518524, 4282851-9. Telex: 211425, 
040135 GAC GR. Fax: (30-1) 4180367, 4282850. Cables: GACSHIP, 
Piraeus. 


PRINOS: 40.56 N. 24.31 E. 


SHIPMASTER’S REPORT: May 1984. 


ANCHORAGE/PILOTAGE: Tankers using this terminal are required to 
anchor approximately 0.5 miles South of the breakwater at Kavalla town 
‘awaiting period is involved but other than that vessels pick up the 
Pilot and Loading Master in the vicinity of the berth. Vessels which have 
had to anchor off Kavalla pick up the Pilot and Loading Master from 
Kavalla and proceed to the berth with them. 

TUGS: Two tugs are available to assist with mooring operations. 
BERTHING: B.A. chart No. 1086 shows a tanker mooring of superbuoy 
size which is incorrect. Actual berthing arrangement is an open sea moor 
using both anchors forward run out to about 9 shackles on each anchor 
and aft making fast to 3 buoys using 3 lines to each buoy. The buoys 
are orange in colour exhibiting an orange light flashing every 5 seconds. 
LOADING: Product is stabilised crude. API 31.12. Average temperature 
12F. Loading rate approx. 1,700 t.p.h. Manifold connection 1x10 in. 
hose. There are no dirty ballast facilities. At the end of loading there 
may be a delay of up to 3 hours whilst waiting for cargo papers. 


PYLOS (including Sfaktiria and Navarino Bay): 
36.55 N. 21.42 E. 


DOCUMENTS: 
for Port Authorities 
'. For ships under the Greek flag and foreign flag vessels of Greek 
ownership. 

Inspection of all Ship's Papers. 

7 Crew Lists with full details of crew members’ home addresses. 

For Passenger vessels — 6 Passenger Lists including passport details, 

that is, number, date of issue and nationality. 

2 Foreign Flag Vessels. 

Inspection of all Ship’s Papers. 
_3 Crew Lists. 
For Customs 

Crew Personal Effects List. 

1 Crew List. 

Passenger List. 

Lists of goods or effects to be sent ashore. 

3 Lists of Stores and Spares. 

Bills of Lading. 

T Manifest. 
PILOTAGE: Pilot station established on 1st January 1991. Pilotage is 
Fabulsory and available around the clock. Master should advise Agent 

vessel's ETA 24 hours prior arrival. On arrival vessel should call Pilot 
on VHF Channel 12. 

HORAGES: Safe anchorage may be made in all areas of Navarino 

y except within red sector of Helonaki Islet light. 
pose SIZE: Any size vessel can enter and anchor in Navarino Bay. The 
HEAL our of Pylos is only suitable for small vessels. 
aa TH: Doctor visits vessels that require Free Pratique, and those 
Marin from infected ports. Master and Health Officer together sign 
Poms Declaration of Health. Free Pratique continues when vessel 

S from another Greek port. A vessel in transit must have Free 

‘atique if remaining in port more than 24 hours. Infected vessels or 
health ‘ed vessels remain under quarantine in accordance with existing 
RADIO’ Suations. 

: Athinai Radio. 
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GREECE 
TUGS: Tug “Nestor” 600 h.p. available, but only in an emergency. 
BERTHING: Pylos Harbour Pier 215 m. length, 20 m. width, and 15 m. 


at head of pier. Depth inside pier to be 10 m. 
STEVEDORES: Labour requirements passed by radio at least 24 hours 
prior arrival. No shore loading/discharging facilities and this work 
effected by ship's gear. Average rate load/discharge 100 tons per gang 
every 8 hours. 
MEDICAL: Agent should be advised by cable prior arrival of medical 
and medicant requirements. There are two chemists and a Red Cross 
hospital. Yellow-fever and cholera vaccination certificates required. 
TANKERS: At Pylos small harbour there is a jetty 100 m. length, the 
head of which is reserved for small tankers carrying wine and spirits, 
which moor stern to quay. At head of pier, depth of water about 4 m., 
but within short distance from pier, depth increases to 10m. Only 1 
vessel of 12 ft. to 15 ft., draft can moor stern to quay at any time. Loading/ 
discharging is effected through flexible and portable pipelines belonging 
to Gialovi Wine Factory at Pylos, and cargo is transported by special 
tank trucks. 
DENSITY: 1023 in harbour basin and whole of Navarino Bay. 
FRESH WATER: Master or Agent must apply in writing to Customs 
Authority, and application is to include notice from water supplier giving 
quantity to be supplied and cost of supply. Water barge capacity 200 
tons. Rate of supply 160 t.p.h. by canvas hoses. Barge belongs to 
Maritime Agency |. Vrettakos, Pylos. A second water barge with 100 tons 
capacity is owned by Maritime Agency G. Andreas Zervakis Ltd. Water 
also available alongside Pylos harbour quay. 
FUEL: Bunker suppliers supply vessels with F.O. and D.O. by small 
tankers, coming from other ports. 
FIRE PRECAUTIONS: No unusual fire precautions at Sfaktiria 
Installations, but at main port of Pylos authorities do not allow loading/ 
discharging of 2 vessels at same time, as the only 2 berths available 
are very close to each other. 
REPAIRS: 3 workshops for minor repairs. Major repair teams available 
from Piraeus shipyards. 
WATCHMEN: Usually not necessary to employ watchmen, but if 
required, available. 
HATCHES: Usually opened and closed by crew. 
CUSTOMS ALLOWANCES: 2 packets of cigarettes per crew member/ 
day allowed out of bond according to duration in port and this quantity 
to be declared on Stores List. Store orders for supply of additional 
quantities are allowed on the basis of the number of crew and the length 
of voyage, basis 2 packets per day per crew member. 1 opened bottle 
wine/spirits allowed out of bond. 
REPATRIATION: Crew changes and repatriation facilities available. 
AIRPORT: Kalamata Airport, 40 km. from Pylos. Kalamata/Athens 
flights any day at 17.50 hrs. Athens/Kalamata every day flights at 
19.10 hrs. 
TIME: GMT plus 2 hours. GMT plus 3 hours in Summer. 
HOLIDAYS: (a) Standard Government Holidays; (b) Local holidays: 9th 
May (St. Nicholas) holiday for port workers; 24th September; 20th 
October (Anniversary of Battle of Navarino). During these holidays, 
cargo work can be ee subject overtime payment. 
POLICE/AMBULANCE/FIRE: Police (Pylos) 223-16; Greek Red Cross 
Hospital Pylos 223-15; Kalamata Fire Brigade 28373. 
TELEPHONES: No facilities for placing on board. 
SHORE LEAVE: Shore leave allowed if vessel has Free Pratique. 
IDENTIFICATION CARDS: Shore passes issued against submission of 
seamen's books. 
GARABAGE DISPOSAL: No special collection service available., 
however the local agents can arrange for garbage collection. 
GENERAL: Very severe fines imposed on oil pollution. 


SHIPMASTER’S REPORT: July 1981 (Updated 1992). 

Time: GMT plus 2 hours Winter, plus 3 hours Summer as per A.L.R.S. 
Vol. No. 5. 

Chart: Pilos/Navarine Bay — BA 211. 

General: Pilos: A fairly busy port for ships taking stores and water and 
changing personnel. 

Navarine Bay is well sheltered and generally deep. 

Bay can be entered and left with safety as long as vessels keep well 
up to Pilos Island (Baba Island) off Cape Kypri, shoals exist on the 
Southern shore. 

Pilot: Advise Agent 24 hours in advance. Pilot boards about 1 mile 
outside heads in calm weather, otherwise inside, from slow motorboat. 

Pilot speaks English. 

VHF: Pilos Port Authority and Pilot on Channel 12 when expecting 
vessels. 

Anchorage: In area 8.5 cables N.W. of Pilos Jetty (5 shackles). 

Bay: Navarine Bay is good and sheltered. An 8 fathom patch in centre 
as per BA Chart 211. 

Agent says 300,000 d.w.t. tankers drawing up to 15 m. draft have 
anchored in Bay. 

New jetty for small craft at Pilos. 

Current: Outside Heads generally South going at rate of 0.5 knots. 
Tug: 1 tug (1,000 h.p.) owned by principal Agency, called “Nestor”, 
sometimes not at Pilos but at Karamata. 

Services/Supplies: Pilos: Two cranes on jetty (30 tons — 4 tons). 

Water: Fresh Water is plentiful at $4.00 per tonne minimum 20 tonnes 
in Navarine Bay. 

Supplies: Generally good, although advance notice required. If frozen 
provisions required this must be stipulated. 

Unitor Gas: Limited range held by Agents. Oxygen/acetylene, R22/12 
has to come from Athens area (2 days’ notice). 

International Paint: From Piraeus full range (2 days’ notice). 

Lub Oil: Most brands including Chevron from Piraeus in drums (2 days’ 
notice). 

Repairs: Very limited at Karamata about one hour away, otherwise full 
range at Piraeus. Parts for repair can be sent by truck to Piraeus and 
return the next day if an emergency, but generally allow three days. 
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Fuel: Very limited supply H.O. and D.O. in Pilos but negotiations under 
way to expand local facility. 
Walport Films: By arrangement with Agency in Skaramanga (2 days’ 
notice). 
Airport: At Karamata — local airport one hour away. Olympic Airways 
daily flight from and to Athens. Arrives at 1800 hrs. and leaves at 
1900 hrs. (40 minute flight). 
International flights from Athens. To catch internal flight to Karamata 

you must land in Athens not later than 1600 hours. 
Communications: Roads poor, takes 4 hours to get to Athens. Telephone 
services reasonable. 
Boat Service: From anchorage to town in Navarine Bay easily arranged 
at $5.00 per ship per trip. 
Customs/Immigration: Customs available during working hours. Basic 
issue only allowed but best take out for all crew members. Immigration 
check all crew books inward and outward. Greek shore passes required 
with crew members photo attached. Forms: All on Greek Papers. 

1 copy Ship's Particulars. 

2 copies General Stores Declaration. 

2 copies Bond Store Declaration. 

1 copy Crew Declaration. 

6 copies Crew List (U.S.A. style). 


AUTHORITY: Port Authority of Pylos, 24001 Pylos, Greece. Te/: 0723- 
22225. Telex: 0252101. Contact: Theodoros Kakalis (Lieutenant 
Commander H.C.G.), Harbour Master. 


RHODES (including Akantias): 36.25 N. 28.17 E. 


DOCUMENTS: 

3 Crew Lists. 

3 Passenger Lists. 

1 Cargo Manifest. 

1 Stores and Provisions List. 

Usual Ship's Documents. 
PILOTAGE: 24 hours’ notice required by Rhodes Port Authority. Pilot 
boards 1 mile from port. 
ANCHORAGES: Suitable anchorage up to a distance of 300 m. from 
the port East of the pier extension. 
RESTRICTIONS: Port entry can be difficult and sometimes impossible 
with strong North or N.E. winds. 
MAX. SIZE: Up to 24 ft. draft. 
RADIO: Rodos Radio, 2182 kHz. 
BERTHING: Pilot will advise Master of berthing place in accordance 
with Port Authority instructions. 

2 diesel motor-driven cranes capacity 2 tons and 3 tons available for 
discharging. No facilities for containers. 
STEVE! ES: 24 hours advance notice required in order to arrange 

Ss. 

EDICAL: General hospital and private clinics available. 
FRESH WATER: Available — supplied by canvas hoses. 
FUEL: Deliveries only by tank trucks. 


CONSULS 
France Tel. 2318 Sweden Tel. 3379 
Germany » 7479 Turkey » 3362 
Italy 1» 7432 


REPAIRS: Minor repairs only. 

HATCHES: Opened and closed by crew. 

CUSTOMS ALLOWANCES: 60 cigarettes per day per crew member 
and 1 bottle wine/spirits per crew member allowed out of bond. 
AIRPORT: Distance 15 km. During Winter, flights twice daily to Athens, 
and during Summer, flights 5 times daily. 

TIME: GMT plus 2 hours. GMT plus 3 hours in Summer. 

HOLIDAYS: ist January, 6th January, 7th March, 25th March, 
Good Friday, Easter Monday, 21st May, 15th August, 28th October, 
8th November, Christmas Day, Boxing Day. 
POLICE/AMBULANCE/FIRE: Police, tel. 7690 or 2220; Ambulance, tel. 
2555; Fire Brigade, tel. 3333. 

DELAYS: Sometimes necessary to remain outside harbour up to 3 hours 
to allow coastal passenger vessels to berth if other berths are full. 
DEVELOPMENTS: Extension of the Merchant Port Pier by 110 m. to 
North and 140m. to S.E. Also an extension of the new harbour 
(Akantias) pier, to the East of the Marine Harbour. Length to be 480 m. 
with a depth of 6.5 m. alongside. 

AUTHORITY: Central Port Authority of Rhodes. 


STYLIS: 38.55 N. 22.37 E. 


DOCUMENTS: The usual Documents for all Greek Ports are required 
i.e. Cargo Manifest, Crew List, Stores Lists, Personal Effects, Ship's 
Certificates, Oil Book, Cargo Gear Book, Exchange Declaration. 
PILOTAGE: Compulsory. Pilot can be boarded at Stylis anchorage 
which is half a mile South of the Island of Kaloyiros. Pilot is a practical 
seaman who has experience and knowl of local waters. 

Vessels entering Stylis port must pass through the channel of 
2 flashing green and 2 flashing red sea buoys and be in the line with 
the main light situated on the pier, flashing orange. 

There is a pilot boat painted white flying the international Pilot's letter 
“H". VHF is installed and the working frequency is Channel 12. 

There are 4 white launches available for hire (capacity 10 — 20 
passengers). VHF is installed and the working frequency is Channel 10. 
These are for Pilots and Crew Members of anchored vessels. 
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ANCHORAGES: See “Pilotage”’. 

The Gulf of Maliakos is a safe anchorage for laid up vessels. Poss, 
should be given upon request to the Ministry of Merchant Man, 
Piraeus. 

MAX. SIZE: Max. draft 18 ft. 6 in. 

VHF: Port Authority on Channels 7 and 12. 

TUGS: No tugs are available. For large vessels being laid up at Malay 
Kolpos tugs and Pilot must be ordered from Volos. 

BERTHING: Stylis port is an open port on the North side of 
Kolpos and consists of berths on the North side and of Shallow wa 
on the South side which break at low tide. The berths total about 45), 
in length, forming the Greek letter 7. The draft varies along the 3 be, 
with a max. of 18 ft. 6 in. at HW and 17 ft. at LW. 

CRANES: No crane railway system is installed. Loading andy 
discharging operations take place only by ship's gear or by M™Abi 
cranes which can be hired through the local Agents from StylisiLan, 
and/or Volos. 

STEVEDORES: Working hours: 0800 hrs. — 1700 hrs. daily. 
FRESH WATER: Fresh water available 24 hours. Rate 30 cu.mp) 
Vessels must use their own hoses. 

FUEL: No bunkers available. Vessels can be supplied only by bar 
and/or trucks ordered from Volos/Athens/Salonica. 

REPAIRS: Minor repairs can be carried out. 

HOLIDAYS: Aghios Athanassios on January 18th, Aghios Nikolaos» 
December 6th. 

STORING: A limited quantity of stores and provisions are availabe, 
Stylis. Transit stores are not available. 

GARBAGE DISPOSAL: Not available. 

WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS: None. 

CURRENCY: Greek Drachma (DRC). 

GENERAL: No warehouses are available on the docks. 

The main exported goods are olives and olive oil in tins/drums, rea 
of cables, cotton, etc. The imported goods are timber, machinery, pape 


etc. 

DEVELOPMENTS: A dredger is widening the channel and 

the Harbour in order to accommodate vessels up to 20 ft. draft. 
AUTHORITY: Stylis Harbour Authority, Stylis, Greece. Tel: (02% 
22329. Telex: 296803 YSI GR. Contact: Lieutenant Commander Joy 
Kioupis, Harbour Master. 


SUDA BAY, Crete: 35.29 N. 24.09 E. 


PORT LIMITS: Suda Bay. 
DOCUMENTS: 

3 copies Crew List. 

Cargo Manifest. 

Agency Manifest. 

Transit Manifest. 

Ship's Stores or Instruments Manifest. 

Clearance from the last Port of Call. 

All the necessary certificates according to International Laws # 

Conventions. 
PILOTAGE: Pilots available, call Suda Port Control on VHF Channel ‘2 
ANCHORAGES: Safe anchorage area in the Port of Suda according! 
the Port Authority instructions. 
RESTRICTIONS: Permission for departure or arrival after sunset § 
given by the Suda Navy Base. 

Entry and departure only through existing channel in Suda Bay. 
MAX. SIZE: Permissible length 200 m. for berthing. No restrictions © 
anchoring. 

HEALTH: Pratique is compulsory for all ships coming from ports outs 
Greece, except EEC ports. 

RADIO: Athens Radio, call sign SVA. 

VHF: Suda Port Control on Channel 12. 

TUGS: None. 
BERTHING: Cargo pier, depth up to 32 ft. Grain silo with similar dep? 
alongside. Also see “Plan”. 

CRANES: None. J 
BULK CARGO FACILITIES: Bulk cargo discharging gear available 
SPECIALISED CARGO-HANDLING FACILITIES: Fork lift tuo! 
available. 

BRIDGES: None. 

STEVEDORES: Available. 

MEDICAL: Hospital facilities available. x 
TANKERS: There are no oil discharging installations or facilities © 
tankers. 

DENSITY: Salt water. ‘ 
FRESH WATER: Installations for the supply of fresh water availad® 
FUEL: Available in limited quantities. 

FIRE PRECAUTIONS: Fire brigade service at Chania. 
CONSULS: Germany and France. 

REPAIRS: Limited facilities. 

DRY DOCKS: None. 

SURVEYORS: Creta Shipcare Co., Marine Surveyors and Consults® 
(Cargo-Hull-Machinery). Cooperate with most P&l Clubs for O# 
Island. Surveyors to Hellenic Register of Shipping and Int 
Naval Surveys Bureau. Authorised to survey and issue $¥ 
Certificates for many flags. Captain Ant. Tzagarakis, Mar. Ch. En 
Emm. Michelioudakis 68 Dimokratias Street, 73100 Chania, O* 
Tel: 30-821-54580/97677/50770. Fax: 30-821-54580. 


(See Plan 


waTCHMEN: Services of watchmen are not necessary and are non 


guste. Opening/closing is carried out by crew. 
HS ito ANCES: 200 cigarettes, 1 bottle of spirits. 
CARGO GEAR: Only with ship's gear. 
REPATRIATION: Two/three flights Winter/Summer and one passenger 
daily for Athens/Piraeus. 
SIRPORT: Airport 15 km. from Suda Bay. 
TIME: in Winter GMT plus 2 hours, in Summer GMT plus 3 hours. 
HOLIDAYS: January 1st (New Year's Day); January 6th (Epiphany); 
Sprove Monday (variable); March 25th (Feast of the Annunciation/ 
nce Day); May 1st (Labour Day); Orthodox Easter Monday 
); August 15th (Assumption Day); October 28th (National Day); 
mber 21st (Local Holiday (Chania)); December 6th (St.Nicholas/ 
jocal port holiday/Seamen’s Holiday); December 25th (Christmas 
Day); December 26th (Boxing Day). 
POLICEJAMBULANCE/FIRE: Police 100 or 89316. Ambulance 166 or 
Fire 199 or 92410. 
EMERGENCY CO-ORDINATION CENTRE: The Port Authority of 


Nove! 


oo EPHONES: Arrangements do not exist for placing telephones on 


eS: National Bank of Greece, Suda Square. Tel: 0821-89650. 
Fax: 0821-89650. Telex: 0291-240. 
STORING: See “Prelims”. 

1. Yes. 

2. Yes. 

3. Yes. 

4. Yes. 

5. _ 


6. Yes. 
SHORE LEAVE: Crew members are allowed ashore. 
IDENTIFICATION CARDS: Shore passes are required. 
SERVICES: Liferafts can be serviced by Safety First, Emm.Pimpli 5, 
73134 Chania, Crete. Tel: 0821-90292, 0821-95477. Fax: 0821-95477. 
Contact: Captain Dimitrios Kasselakis. 

Electronic penigenr es Equipment “Posidon”, 128 Chrisopigis Street, 
Chania, Crete. Tel: 0821-97934, 0821-76363. Fax: 0821-97934. 
installations, repairs and services. 

Ship's agency can be provided by Creta Shipcare Co. Tel: 30-821- 
97677/50770/54580. Fax: 30-821-54580. Also see “Surveyors”. 
GARBAGE DISPOSAL: Garbage is collected alongside. 

WASTE OIL DISPOSAL: Can be collected by tanker trucks. Contact 
your local ship's Agent. 

SEAMAN’S CLUB: None. 

CURRENCY: Greek Drachma. Rates March 6th, 1994: 


U.S.Dollar Buying 240.335 Selling 250.145 
British Pound ” 360.189 = 374.891 
French Franc 42.060 43.776 


German Mark os 144.248 a 150.136 
REGULATIONS: Taking photographs of Suda Bay is strictly prohibited. 
DELAYS: None. 

DEVELOPMENTS: See “Plan”. 
AUTHORITY: Port Authority of Chania, 21 Akti Tompazi, Chania, Crete, 
— Contact: Chania Harbour Master, Tel: 0821-98888, Fax: 0821- 


Souda Port Authority. Tel: 0821-89240. 


SYROS: 37.26 N. 24.56 E. 


DOCUMENTS: Ships under the Greek flag — documents required are: 
Ship's Register. 
Seaworthiness Certificate. 
Log Books and Ship's Papers. 
Load Line Certificate. 
Radio Station Licence. 
Fumigation Certificate. 
4 Crew Lists. 
2 Passenger Lists. 
Ships under foreign flag, Greek owned — documents required are: 
Ship's Articles. 
Load Line Certificate. 
Seaworthiness Certificate. 
Ship's Papers. 
Radio Station Licence. 
Fumigation Certificate. 
4 Crew Lists. 
1 Passenger List. 
Ships under foreign flag — documents required are: 
aworthiness Certificate. 
Fumigation Certificate. 
d Line Certificate. 
Radio Station Licence. 
Crew Lists. 
ay Passenger List. 
onOTAGE: Pilot to be ordered by ship's Agent at least 24 hours before 
rss al notifying approximate ETA. Pilot boards from private motor 
Pant about 0.5 miles off the port, weather permitting. In bad weather 
ANC: ‘ds in harbour entrance. 
HORAGES: Vessels awaiting Pilot anchor outside the harbour 
o ies a line between the green breakwater light and the North end 
hind Island. Anchorage in the Southern part of the harbour in 


of 20 m. — 30 m. 
MAX. SIZE: Length 200 m. Vessels of shallow draft may go alongside 


8 Neorion Pier or i i 
moor stern to the pier. Deeper-draft vessels remain 
anchor in the harbour. 4 na 


an 


GREECE 


HEALTH: Free Pratique is given when ship's declaration of health has 
been endorsed by a Health Officer. 
RADIO: Loutsa Radio. 
TUGS: 2 tugs available (no tugs available in March 1994). Tugs usually 
join vessel 1 mile from harbour entrance. Payment for use of tug’s line 
is obligatory. 
STEVEDORES: At least 1 day's notice required to arrange gangs. 
MEDICAL: No advance notice required if medical assistance needed. 
Hospital and general clinic available. 
TANKERS: Discharge hg ah aoe terminal of A. E. Seka at Lazareta, 
near the entrance to the ha r. 
DENSITY: 1026. 
FRESH WATER: Limited quantity can be supplied by private company. 
Delivered by barge. 
FUEL: Can be supplied by A. E. Seka alongside concrete dolphins 
inside the harbour. 
CONSULS: France — Tel: 3-62. Netherlands — Tel: 7—20. 
REPAIRS/DRY DOCKS: Neorion Syros Shipyards (Privatisation 
underway) can undertake any kind of engine and hull repairs and 
alterations. Holds LTC licence for piston reconditioning. 

Floating Dock 1 Floating Dock 2 


Capacity 75,000 d.w.t. 40,000 d.w.t. 

Lifting Capacity 25,000 tons 15,000 tons 

Length Overall 230 m. 195 m. 

Width between sidewalls 35 m. 33.5 m. 

Pumping Time 160 minutes 100 minutes 

Cranes 2x10 tons 1x15 tons 1x10 tons 
Quay Space 1,800 m. 


Floating Cranes 1X70 tons capacity and 1 x 200 tons capacity 

Travelling Cranes Up to 40 tons capacity 

Tank cleaning station with storage capacity of 7,000 tons and 
separator capacity of 3,000 tons of dirty ballast and slops per hour. 

4 tugs of which one is an ocean going salvage tug. 

Machine shop, plate shop, foundry containing the most modern 
equipment. 

Gritblasting. 

Service Agency for Sulzer Bros. Ltd., Lister Ltd, B+W, Caterpillar 
SA, SKL Ltd., MWM, MAN. 

Resident Classification Surveyors: Lloyd’s Register of Shipping, 
American Bureau of Shipping. 

Neorion Shipyards Syros Ltd., Syros, Greece. Telex: 0293123 Neorion 
Syros. Tel: 010-281 22001. 
WATCHMEN: Not required. 
HATCHES: Opened and closed by ship's crew. 
CUSTOMS ALLOWANCES: Each man allowed 40 cigarettes per day 
for period not exceeding 5 days. Each man allowed 1 opened bottle of 

irits. No restrictions for wine. 
REPATRIATION: Can be arranged. 
TIME: GMT plus 2 hours. GMT plus 3 hours in Summer. 
HOLIDAYS: Work may be arranged on all holidays on payment of 75% 
additional to tariff. 
POLICE/FIRE/AMBULANCE: Police 6-10; Fire 3-33; Ambulance 5-55. 
TELEPHONES: Cannot be connected on board. 
SHORE LEAVE: Crew may go ashore after pratique is given, carrying 
shore leave passes issued by Port Authority. 
IDENTIFICATION CARDS: Shore passes are issued on production of 
Seamen's Books or Passports. 
REGULATIONS: Port Captain should be contacted for any queries not 
covered by lists of regulations provided on arrival. 
DEVELOPMENTS: Port being dredged to permit entry of larger vessels. 
Shipyard installing facilities for building vessels up to 15,000 tons. 


SHIPMASTER’S REPORT: February 1983 (Updated 1994). 
Vessel called for bunkers only. 
Documents: Not required for bunker call. 
Pilotage: Recommended, not known whether compulsory or not. Vessel 
could undock without Pilot, however, Pilot necessary for docking. 

Pilot boards 1 mile East of harbour entrance. 

Chart: B.A.1833 — Plans in the Kirkladhes. 

Restrictions: No restrictions on night berthing at bunker dolphin. No tidal 
restrictions. 

Radio: Limnos and Athens. Cable address “Sekavin Syros” for bunkers. 
VHF: Pilot and Bunker Agent operate on Channel 12. 

Tugs: One medium size tug used aft for mooring and unmooring. Vessel 
cannot moor/unmoor without aid of tugs. 

Berthing: ‘Seka’ bunker dolphin 214°Tx3 cables from FI.G. 3s. 
breakwater light. Berth is 2.5 cables from harbour entrance. 

Vessel berthed head 040°T, with 7 shackles out on each anchor. 
Bunker dolphin just forward of bridge, starboard side. 4 mooring lines 
run from main deck and 1 spring from poop. All short nips from main 
deck. 

Berth appears unsafe but we found that vessel remained alongside 
in strong winds. 

Soundings taken at stern when moored gave 13 m. of water. 

Vessel is restricted by draft, and distance from manifolds to dolphin. 
Density: 1025. 

Fuel: Bunker fuel oil and diesel available. Rate 200 t.p.h. 

Shore installation used 6 lengths of hose (6 in. diameter) which were 
lifted aboard by shore derrick from bunker dolphin. The hoses were 
manhandled forward to the vessel's midship manifold. Same hoses used 
for both products. 

No lighters available for bunkering. 

Repairs: Facilities available. 

Dry Docks: Available. 

Airport: Local airport available. 

Authority: No authorities boarded. 

Agent: No Agent in attendance for bunker call. 


AUTHORITY: The Harbour Office of Syros. Te/: 0281-22690. Telex: 029- 
3119. FAX: 0281-22633. 
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THESSALONIKI (Salonica): 40.38 N. 22.56 E. 
(See Plan) 


PORT LIMITS: A vessel is considered as an “arrived vessel”, when she 
has passed the line connecting the Small Kara Point and Paliomanna 
light Hers 
DOCUMENTS: For Greek flag and Greek-owned vessels: 

List of Foreign Exchange. 

Crew List (additional copy for Port Authority). 
All vessels: 

4 Crew Lists (Port Authority, Customs, Immigration and Health). 

1 List of Stores. 

1 List of Personal Effects. 

Coes of Bills of Lading and Cargo Manifest. 
PILOTAGE: Apply for Pilot through VHF Channel 12 or by international 
code signals. Pilot meets vessel about 1,000 m. S.E. of breakwater light 
(white). Pilot boat is small motor-boat carrying pilot flag. 
ANCHORAGES: Area from 500 m. to 1,000 m. S.E. of port offers safe 
anchorage. 
RESTRICTIONS: Conventional vessels berth between 0700 hrs. and 
2030 hrs. in Summer and between 0700 hrs. and 1800 hrs. in Winter. 

Container vessels berth throughout 24 hours. 

Unberthing of all vessels throughout 24 hours. 
MAX. SIZE: See “Berthing”. 
HEALTH: Health Officer boards vessels from foreign ports to grant Free 
Pratique. 
RADIO: Radio Thessalonika. 24 hours’ notice of ETA required to obtain 
berth and stevedores. 
VHF: Operative throughout 24 hours on Channel 12, Central Port 
Authority. Tugs on Channel 8. Pilots on Channels 12 and 7. 
TUGS: 12 tugs from 375 h.p. — 3,120 h.p., owned by N. Vernicos, 
Gigilinis, Portolos and Zouros, also available for salvage and towage 
contracts. 


BERTHING: 
Pier No. Length Depth Remarks 
(m.) (m.) 
1 1,080 5.5 — 8.0 Pier area 30,000 sq.m. 
2 800 8.0-— 10.45 Pier area 50,000 sq.m. 
3 803 10.45 Pier area 30,000 sq.m. 
4 1,034 10.45-12.0 Pier area 55,000 sq.m. 
5 1,115 10.45-—12.0 Pier area 60,000 sq.m. 
6 12.0 Under construction. 
Container terminal. 
400,000 sq.m. Pier area 
available, remainder under 
construction. 
CRANES: 


Electric cranes: 39 x 3 tons to 20/32 tons. 
Mobile cranes: 16 x 11 tons to 90 tons. 
Floating cranes: 1 x 60 tons capacity. 
BULK CARGO FACILITIES: Grain Silos of capacity 20,000 tons at Pier 
No. 4. Loading — Unloading capacity 150 t.p.h. 

AGET Installation: 1 berth for discharging cement in bulk by specially 
constructed ships equipped with automatic discharging gear. Max. draft 


30 ft. 
SPECIALISED CARGO HANDLING FACILITIES: Container Terminal: 
Located at Pier No. 6. Berth of 1,312 m. length and 12.0 m. depth with 
2 container bridge-cranes of 40 tonnes and 45 tonnes lifting capacity 
under spreader, 5 straddle-carriers of 35 tons capacity, 2 front lifts with 
34 tons capacity under spreader, 3 fork lifts for empty containers, 
4 tractors and 20 trailers. 100 reefer points. Two Ro/Ro ramps available. 
Shifts: 0800 hrs. — 1530 hrs. 

1600 hrs. — 2230 hrs. 

0000 hrs. — 0730 hrs. 

Terminal operates 365 days a year. 
BRIDGES: No bridges. 
MEDICAL: Advance notice not required. All facilities available. 
TANKERS: E£.K.O. Installations: (a) Sea Island berth capable of 
accommodating 2 vessels of 24,000 tons and 14,000 tons respectively. 
Max. draft 32 ft.; 8 lines, 1 x 16in.,3 x 10in.,3 x 4in. and 1 x 6 in. 
(b) 7 buoy mooring for vessels of up to 80,000 tons. Max. draft 44 ft. 

Submarine pipeline of 34 in. for crude oil discharge, 2 flexible discharge 
lines of 10 in. diameter. Also see “Shipmaster’s Report”. 
Mamidakis Installation: Stern discharge berth. Max. draft 32 ft. 
2 submarine lines enable 2 grades of cargo to be discharged through 
8 in. line at 200 t.p.h. and 6 in. line at 160 t.p.h. 
DENSITY: 1025. 
FRESH WATER: Unlimited supplies available alongside berths. 2 water 
barges also available (150 cu.m. and 40 cum.). 
FUEL: Unlimited quantities available. Usual notice required. Suppliers 
B.P., Shell, E.K.O. and Mamidakis. 
FIRE PRECAUTIONS: One firefighting launch of 2 x 480 h.p. and one 
fire fighting station. 


CONSULS: 
Austria Italy South Africa 
Belgium Japan Spain 
Bulgaria Mexico Sweden 
Chile Netherlands Switzerland 
Denmark Norway Turkey 
Finland Peru U.K. 
France Serbia U.S.A 
Germany 


REPAIRS: Only minor repairs. 

DRY DOCKS: None. 

WATCHMEN: If required, cost by private negotiation. 

HATCHES: Opened/closed by crew. 

CUSTOMS ALLOWANCES: 200 cigarettes and 1 bottle spirits allowed 
out of bond for each crew member. 

CARGO GEAR: Adequate shore gear available. 
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SURVEYORS: Lioyd’s Register, A.B.S., B.V., etc. 
REPATRIATION: Facilities for crew changes and repatriation Val, 
AIRPORT: Distant 12 km. S.E. of town. 6 flights daily to Athens. 
TIME: GMT plus 2 hours. GMT plus 3 hours in Summer. 
HOLIDAYS: (National): 1st January, 6th January, 25th March, Cy 
Friday, Easter Monday, 1st May, 15th August, 28th October, Chrising 
Day, Boxing Day. (Local): 26th October. Work may be arrangg, 
holidays at double costs. ' 
POLICE/AMBULANCE/FIRE: Port Police, tel. 531-502; Ambulance . 
531-531; Fire, tel. 111. ; 
TELEPHONES: Facilities available for placing on board. 

BANKS: National Bank of Greece, Bank Macedonia — Thraces, Citiba, 
etc. 

SHORE LEAVE: Permitted without restriction. For tankers, the 
should arrange transport with Agent for seamen to the landing pe, 
Thessaloniki Harbour. Seamen will not be permitted to pass throup 
refinery area. 

IDENTIFICATION CARDS: Passes issued to crew members of foreip 
vessels. 

GARBAGE DISPOSAL: A full collection service for garbage disposs), 
operated by the Port Authority. Garbage is collected by truck or bay 
between O800 hrs. and 1500 hrs. Charges: For ships 

2 Drachmas per day for every foot of length. For ships at anchoray 
5.60 Drachmas per day for every foot of length. 

WASTE OIL DISPOSAL: A collection service is operated by the Py 
Authority. It is collected by barge or road tankers. 

SEAMAN’S CLUBS: There is no Seaman's club operating in the pe 
The town of Thessaloniki is next to the port and it has a full range» 
facilities (International telephone service, church services, postay 
facilities). 

CURRENCY: Local currency is Drachma. 

DEVELOPMENTS: 6th Pier under construction. An area 9 
350,000 sq.m. will be available with quay length of 1,860 m. and deg 
12.0 m. A second gantry crane of 45 tons will also be available. 


SHIPMASTER’S REPORT: August 1987. 
Berth: Sea Island 
Documents: 

8 copies Crew List. 

2 copies Crew Declaration. 

3 copies Manifest (including ship's stores, bond, ship's fixtures, et 

1 copy Health Declaration. 

2 copies Currency List. 

1 copy Arms & Ammunition List. 

1 copy Drugs List. 

1 copy Passenger List. 

3 copies Cargo Manifest. 

Shore passes issued. They have to be returned before departure. 

Ship's papers and Oil Record Book taken ashore for inspection. 

List of Ship’s fixtures - Radios, Computer, Photocopier, etc. 
required. 

Anchorages: The anchorage is 0.75 miles South of the East end of t 
breakwater in a depth of 8.5 fathoms. 

Pilotage: The Pilot boards at the anchorage or 1 mile from the Se 
Island. VHF Channel 12 is used for communications. 

On departure we left without tugs and pilot, with the Termina: 
approval, as the pilots were engaged elsewhere. 

Restrictions: Berthing and unberthing at Sea Island is carried oul’ 
daylight hours only between 0700 hrs. and 2030 hrs. in Summer a 
between 0700 hrs. and 1800 hrs. in Winter. 

Tugs: The use of 2 tugs is compulsory for berthing and unberthing. Shi: 
lines are used. 

Berthing: Viny| Chloride Monomer (VCM) is discharged at the Sea Islet 
(Lat. 40° 38.1’ N., Long. 22° 53.3’ E.). Vessel berthed on the shore si 
of the Sea Island platform, port side to. 

The platform handles vessels up to 20,000 d.w.t. Depth alongs 
10.0 m. 

Products are handled on the North side and crude oil is handled” 
the South side. 

The platform used to be owned by Esso but Esso is now nationals 
and the platform is falling into disrepair. However the fendering ont 
berth is good. ; 

Pilots advise that great care should be taken when berthing a 
unberthing in order to avoid Ladin claims. 

Moorings at the berth were 2 head/stem lines, 1 breast line #& 
2 springs fore and aft. It is advisable to have a good spread of moon? 
as the vessel overhangs the flat fendering aft at about half length. 

Cargo is not worked if the wind speed is over 30 knots. 

The pipelines from the shore are not buried, they lay on the seabe 

Ship’s gangway used. 

Cargo: The rate of discharge is about 140t.p.h. with 10 Bar peo 
pressure. The maximum line pressure allowed is 12 Bar. 

The discharge temperature is usually 0°C. A heater may be require 

Time for sampling is about 3 hours. 

The vessel used an 8 in. Chicksan (the most northerly one on the S# 
Island). 

Hot gas is blown through the cargo lines upon completion. 
Shore personnel connect and disconnect lines. , 
General: No fresh water available on pier. By barge the cost 's an 

Drachmas per ton for 50 tons. The quality of the water is good. 

Stores are only available by launch. 

There is a launch service to the city between 0800 hrs. and 2300 
The cost of this service is 2,500 Drachmas on weekdays and 3st 
Drachmas on weekends. The Agent or the terminal can arrange 
service. 

The Customs Officers in the freight section at the airport work bet" 
0800 hrs. and 1600 hrs. on Monday to Thursday and between 0800" 
and 1400 hrs. on Friday. There is no Saturday or Sunday work. 
these hours no spares can be cleared. 
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at Thessaloniki is about 30 minutes South of the city. 
owning late Summer and Autumn violent wind shifts and squalls 
jgasenly occur and sometimes reach 60 knots. The squalls are generally 
the North, funnelling down the mountains. If there is thunderstorm 
waemake great care. Lae 
Mount Oros Khortiatis is 8 miles East of the city and is very 
spngpicuous with radar domes on top. 


\uTHORITY: Port Authority of Thessaloniki, P.O.Box 10467, T.K. 
«10 Thessaloniki, Greece. Te/: 031-593511. Telex: 412536 Thpa Gr. 
z4x 510500. Contact: Kiossis Sotirios, General Manager. |. Maronidis, 
svector of Port Operations. |. Zavelakis, Director of Development. 


AGENT: G.A.C. Shipping S.A., 51 Politechniou Street, GR-54625 
iki, Greece. Tel: (30-31) 516395, 516941, 540202. 
raex: 419369 GAC GR. Fax: (30-31) 516972. Cables: GACSHIP, 


thessaloniki. 


VOLOS: 39.21 N. 22.56 E. 


DOCUMENTS: __ 
Nationality Certificate. 
Measurement Certificate. 
Crew Lists (5 copies). 
Derat Certificate. 
Health Documents of Crew. 
Cargo Gear Book. 
Safety: (a) Passenger Ship Safety Certificate. 
(b) Cargo Ship Safety Construction Certificate. 
(c) Cargo Ship Safety Equipment Certificate. 
(d) Cargo Ship Radiotelegraphy or Radiotelephony 
Certificate. 
(e) Exemption Certificate. 
(f) Nuclear Passenger Ship Safety Certificate. 
(g) Nuclear Cargo Ship Safety Certificate. 
international Load Line Certificate (1966). 
Certificate for Inspection of Life Raft. 
Oil Book and International Sewage Pollution Prevention Certificate 
1973). 
PILOTAGE: Compulsory. Pilot boards about 1 mile outside port. Pilot 
toat is small launch coloured grey and black. 
ANCHORAGES: Suitable anchorage situated 1—2 miles outside harbour 
ndepths of 14 m. to 20 m. 
RESTRICTIONS: Vessels in excess of 10,000 tons unable enter at night. 
MAX. SIZE: Max. draft 30 ft., no limitation on length or breadth. 
HEALTH: Port Officer acts as Health Officer and Pratique effected on 
cctor's advice. If arriving from another Greek port, Pratique automatic. 
YHF: Port Authority on Channel 12. 
TUGS: Join vessel at entrance to harbour. 7 tugs, 280 h.p., 380 h.p., 
45h.p., 480 h.p., 640 h.p., 860 h.p. and 1,080 h.p. 
BERTHING: Ro/Ro facilities available. 


(See Plan) 


Dock Length Depth 
K 600 m 8.0 m. 
1 1,000 m 9.7 m. 
2 980 m. 9.7 m. (under construction) 
R 270 m. 7.0 m. (under construction) 
CRANES: 1 Mobile crane 
(For containers) — Capacity 140 tons 
1 Mobile crane — Capacity 35 tons 
3 Mobile cranes — Capacity 10 tons 
3 Crawler cranes — Capacity 4 tons 
1 Rail mounted 
crane at Dock | — Capacity 27 tons at 17 m. 
and 16 tons at 30 m. 
Dock | 6 Rail mounted 
cranes — Capacity 8 tons at 20 m. 
and 6 tons at 25 m. 
Dock II 2 cranes — Same capacity as Dock 1 
vanes under construction: 
1 crane — Capacity 25 tons at 20 m. 
and 16 tons at 32 m. 
1 crane — Capacity 40 tons at 25 m. 


and 32 tons at 32 m. 
| Straddie carrier for ye 20 ft. and 40 ft. container 3 high. 
8ULK HANDLING FACILITIES: 2 silos, capacity 15,000 tons, loading 
lity 370 t.p.h. Discharging ability 250 t.p.h. 
EDORES: Advance notice required order arrange gangs. Cargo 
erations handled with ship's gear and with 14 shore cranes. 
EDICAL: Advance notice of required medical attention is necessary. 
eal gximecicas yaciies available. 
: One berth, th alongside 27 ft. 
DENSITY: 1025. ia age 
FRESH WATER: Available at all the piers of the harbour. Also available 
FUE Special barge (capacity 300 tons). 
be L: Order through Agent. Oil delivered by small tanker “KEA” at all 
CONS Capacity 182 tons fuel. 
pauls: Germany, Tel: 25379, France, Tel: 25870, Sweden, Tel: 
P 1, Italy Tel: 26048, Belgium Tel: 23318, Netherlands Tel: 23494. 
AIRS: Minor repairs can be effected. 
TGWAY/DECK WATCHMEN: Ship's gangway used. Usually ship's crew. 
ICHES: Usually opened and closed by crew, but if by stevedores, 


‘al costs apply. 
CUSTOMS ALLOWANCES: 1 to 2 packets cigarettes allowed per crew 


Prt per day. 1 bottle wine/spirits allowed out of bond. 
EYORS: Cargo inspector: Hellenic Register of Shipping. 


ee 


GREECE 


REPATRIATION: Crew changes and repatriation can be carried out. 
AIRPORT: No airport locally. 

TIME: GMT plus 2 hours, Winter. GMT plus 3 hours in Summer. 
HOLIDAYS: Usual Greek holidays. Local holiday 6th December; 
cargo work can be arranged subject to additional cost with the exception 
of 6th December. 

POLICE/AMBULANCE/FIRE: Police, Tel: 23652; Ambulance, Tel: 
27531; Fire, Tel: 33191. 

EMERGENCY CO-ORDINATION CENTRE: Ministry of Mercantile 
Marine (Piraeus) Tel: 1/4112500-4173238. 

SERVICES: Divers available for surveys and underwater repairs. 
SHORE LEAVE: No restrictions. 

IDENTIFICATION CARDS: Shore passes are required. 

GARBAGE DISPOSAL: There is a vehicle with a small crane, which 
collects the garbage in drums from the ship's stern. Telephone for 
service: 0421-22422. Collection time 0700 hrs. — 1900 hrs. 

WASTE OIL DISPOSAL: A vehicle with hoses comes close to the ship 
to collect waste oil. There are various companies available. 
SEAMAN’S CLUBS: None. There is only one cafeteria shop with 
international telephone. 

CURRENCY: The local currency is Drachmas. 

DEVELOPMENTS: Construction of a new dock at the grain silo. 


SHIPMASTER’S REPORT: 1977. (Updated 1984). 

Restrictions: Draft restrictions on new quays subject to maximum depth 
of water of 32 ft. and on the original town quays a maximum depth of 
water of 28 ft. East side, 26 ft. West side, 26 ft. Head. (Thus draft will 
have to be about 2 ft. less than depth.) 

Stevedores: Working hours 0730 hrs. — 1400hrs. and 1400 hrs. — 
2100 hrs. on overtime. 

Berths: Town quay (K) with approx. 800 ft. frontage on each side and 
cross berth approx. 385 ft. on end. No. 1 quay — “L” shaped berths with 
base to the shore with frontages approx. 600 ft. on North side, 1,570 ft. 
on East side, 505 ft. on head and 1,210 ft. on West side. 

No. 2 quay — “L” shaped berths with base to the shore with frontages 
approx. 500 ft. on North side, 1,385 ft. on East side, 330 ft. of head and 
1,520 ft. on West side (Not yet finished, see plan). 

Pollution: Port regulations prohibit the scraping and scaling of ships side 
and the pollution of sea or port area by painting. 


AUTHORITY: Volos Central Port Authority, Central Pier, 38000 Volos, 
Greece. Tel: 0421-23434, 31115. Telex: 282263. FAX: 0421-31115. 
Contact: P. Paraskevopoulos, Harbour Master. M. Papaioannou, Port 
Director. 


YALI ISLAND: 36.40 N. 27.08 E. 


DOCUMENTS: 
5 Crew Lists. 
2 Passenger Lists. 
Cargo Manifest. 
Bills of Lading. 
List of Ship's Stores and Spares. 
Health Declaration. 
Ship's Certificates. 
PILOTAGE: A Mooring Master is available from Piraeus. Mooring 
Master boards at the anchorage. 
ANCHORAGES: Safe anchorage in the (36° 39’ N., 
27° 09’ 30” E.) except in strong Southerly winds. 
Area to be Avoided for Anchoring: Power Cable — “See Plan”. 
West Portion of the Zone: 
(1) 36° 40’ 04” N. 27° 07’ 30" E. 
(2) 36° 39’ 30” N. 27° 08’ 24” E. 
(3) 36° 37’ 30” N. 27° 08’ 24” E. 
(4) 36° 36’ 52” N. 27° 08' 37” E. 
East Portion of the Zone: E. 
(5) 36° 40’ 07" N. 27° 07’ 54” E. 
(6) 36° 39’ 36” N. 27° 09’ 00" E. 
(7) 36° 36’ 50” N. 27° 08’ 53” E. 
MAX. SIZE: Max. LOA 190 m., max. beam 24 m., max. draft 33 ft. 
HEALTH: Port Authorities will board by launch from Nissyros to arrange 
Free Pratique. Any sick crew members will be disembarked to Nissyros 
by the same launch. 
VHF: Contact Yali Quarry on Channel 6 and Harbour Master's office on 
Channel 12. 
TUGS: Available. 
BERTHING: The vessel is moored at loading berth on 8 buoys in addition 
to port anchor. During loading operations vessels have to be shifted 
from hatch to hatch. 
BULK CARGO FACILITIES: Loading Berth is located at the end of the 
conveyor belt shiploader. The shiploader is on a cement construction, 
about 500 m. offshore. The cargo is carried by conveyor belt to the spout. 
The raising and slewing of the spout is controlled by the operator from 
the control desk to allow trimming of the cargo. 
STEVEDORES: Workers are employed by Lava Mining and Quarrying 


(See Plan) 


roads 


Co. 

MEDICAL: Nearest medical and hospital facilities are at the island of 
Kos, 7 miles North of Yali. 

DENSITY: 1028 — 1030. 

FRESH WATER: None available. 

FUEL: Not available. 

CONSULS: No local representation. 

REPAIRS: No facilities exist. 

HATCHES: Opened and closed by ship's crew. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engi, 


CUSTOMS ALLOWANCES: 200 cigarettes and 1 opened bottle of 
spirits are allowed for each man. 

AIRPORT: Nearest at Kos with 2-3 flights daily to Athens during the 
Summer and a daily flight in Winter. 

HOLIDAYS: Saturday, Sundays and Public Holidays. 

SHORE LEAVE: Allowed. 

GARBAGE DISPOSAL: No service available. 

WASTE OIL DISPOSAL: No service available. 

SEAMAN’S CLUBS: None. 

GENERAL: Pilots Recommendations for Mooring: 

1. Pilot's motorboat at position P1 (see ‘“Plan’”’). 

2. Vessels are always berthed with starboard side towards the loading 
station. 

3. Have ready following moorings: 

(a) Fore — Portside 1 x 200 fathoms manila or nylon ropes — 
Starboard side 2 x 200 fathoms manila or nylon rope and 

(b) Aft — Portside 2 manila or nylon ropes (should be 200 fathoms 
cick Starboard side 2 x 200 fathoms manila or nylon rope. 

Note: The 200 fathoms aft starboard side ropes are required only in 
the initial stage of mooring to bring the ship in her final position. 

4. Secure lines as follows: 

(a) Nylon ropes to each of Buoy Nos. 3, 4, 5, 6, 7, 8. 
(b) Nylon rope(s) to either Buoy No. 1 or No. 2 according to ship's 
size. 

5. Vessel to have portside anchor chain lowered (1.5 shackles) when 
vessel is about 400 yards away from anchoring point. 

6. On arrival have portside gangway ready for immediate use. 
Expedite Loading: 

1. As a rule loading commences from midship holds. Vessel to be 
ready to shift back and forth at all hours of day and night for loading of 
other holds on 30 minutes’ notice. 

2. Have all hatches open. 

3. Broom swept and washed clean holds, hold ladders and supporting 
beams. 

4. Arrive at Yali fully ballasted. 

5. An early morning arrival is recommended. 

6. Shipper intends to work around the clock. 

7. In case of tween decker, before arrival, remove all tweendeck hatch 
beams also 2 or 3 adjacent beams from the centre of Nos. 2, 3 and 4 
main deck hatches. 

AGENCY: Main Agent: Petros M. Nomikos Ltd., 17-19 Akti Miaouli, 
Tanpy Building, Piraeus 185 35, Greece. Tel: 4170895/9. Telex: 212397. 
Fax: 4171777. Contact: Mr. Michael Vazeos, Manager. 

AUTHORITY: Harbour Master at Mandraki, Port of Nissyros, Nissyros 
Island, Dodekanissa (Dodecanese), Greece. Tel: (0242) 31222. 
Telex: 29-2195. Cables: Limenarchion, Nissyros, Greece. FAX: 0242- 
31426. Contact: Boutsis Evagelos, Harbour Master. 

Operator: Lava Mining & Quarrying Co., 49-51 Sof., Venizelou St., 
Lycovrissis, Attica, Greece. Tel: (01) 2898530, 2898465, 2898462. 
Telex: (21) 5168-9. Fax: (01) 2817778. Contact: Mr. El. Fedros, General 
Manager or Mr. C. Cavafakis, Commercial Department. 

Quarry: Yali Island, Nisyros Dodecanese. Tel: (0242) 31280 and 
31426. Telex: (29) 2195. Fax: (0242) 31426. Contact: Mr. Eleftherios 
Christosforakis , General Manager of Quarry. 
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NOTES 
Please also advise Shipping Guides Ltd. 


Greenland 
GENERAL: 


S$: The Master and the crew are not to distribute anything tax- 
fee in @ Greenland port. 
pOCUMENTS: Following documents must be on board: 

Certificate. 


Crew List. _ 

Aadio Station Certificate. 

safety Equipment Certificate. 

Clearance ertificate. 

Health Declaration. 

Tonnage Certificate. 

Certificate of Registry. 

Derat Certificate. 

Sailing Orders. ; 
pILOTAGE: Attention is drawn to the fact that any person who is 

ned to act in Greenland waters as “kendtmand’” (i.e. a ship's guide 
wn ocal Knowledge) is not considered to be a Pilot in the sense of the 
yord normally used in International shipping. 

While serving on board he is to act exclusively in an advisory capacity, 
and the navigation of the vessel is at no time to be entrusted to him. 
RESTRICTIONS: Foreign-flag vessels have access to Greenland ports. 
The crew may go ashore subject approval of Port Authorities. 

All vessels arriving at ports must give a 24 hour ETA to Port Authority 
and Master should immediately after arrival make a presentation of 
Health Certificate and allow a medical check on board. 

All ships have to pay harbour dues. 

\cE INFORMATION: Ice Centre Narssarssuaq (Tel: 35244. Telex: 

20332 iscent gd. Fax: 35344.) transmits daily at 1200 hrs. 1400 hrs. and 

200 hrs. GMT the latest information of the ice in Southern Greenland 

Waters. Information is transmitted in Facsimile (Mufax) on frequency 

125.00 kHz, drum speed 120. Ships can, free of charge, request 
raphic ice information from following coastal radio stations: 

Oe -Ammassallk 

OXF—Qagortoq 

ice information also transmitted in Facsimile (Mufax) on frequency/ 
tme (GMT) as follows: 


9,360 kHz 0003-0025 GMT. 
5,850 kHz 0028-0050 GMT. 
5,850 kHz 0943-1005 GMT. 
9,360 kHz 1008-1030 GMT. 
13,855 kHz 1218-1240 GMT. 
9,360 kHz 1243-1305 GMT. 
13,855 kHz 1308-1330 GMT. 
17,510 kHz 1333-1335 GMT. 
13,855 kHz 1803-1825 GMT. 
9,360 kHz 1828-1850 GMT. 


RADIO: In ports where there is a local radio station, vessels are 
prohibited from using ship's station for sending messages. 
HEALTH: Before commencing voyage to Greenland, at the port of 
departure, Master is required to obtain a Health Certificate from an 
authorised medical practitioner, stating that there are no dangerous or 
contagious diseases on board, such as pest, cholera, yellow-fever or 
yphus. The crew list is to be included in this certificate stating that there 
ae no venereal or other contagious diseases amongst the crew 
members. The Health Certificate is only valid if it has the stamp and 
signature of the Royal Danish Consul or Vice-Consul of the district in 
which the port of departure is situated. On arrival at the first Greenland 
ton, the Master is to present the Health Certificate to the Port Authorities. 
pd areca may also be issued by a doctor in the first Greenland 
of call. 
STEVEDORES: Contact Authority. 
WEDICAL: Dental facilities available in all ports, but only in emergencies. 
‘ospitals available in all ports, but only in emergencies. The only large 
‘ospital is in Nuuk/Godthaab. 
FRESH WATER: Available in larger ports. 
CONSULS: Iceland, Sweden, Norway, Canada and Great Britain have 
‘presentations in Nuuk/Godthaab and Iceland has representation in 
Qagortoq/Julianehaab. 
ee Ship is required to appoint a crew member as ship's guard 
rd. 
TIME: GMT minus 3 hours. Permanent. Except at Thule Air Base and 
NE. Greenland. 
HOLIDAYS: As applicable to Denmark. 
WORKING HOURS: Normally from 0800 hrs. to 1700 hrs. with 2 meal 
beaks. Possible to increase the working hours if necessary. 
RT: Immediately upon arrival of a vessel in Greenland, the Master 
ne report to the Port Authorities. 
ASTE DISPOSAL: It is forbidden to throw waste material of any 
ption overboard into port waters. 
ORITY: Greenland Trade (KNI), P.O. Box 608, Dk-3900 Nuuk/ 
odthaab, Greenland. Tel: 25211. FAX: 25311. Telex: 90401 trasys gd. 
-ables: Trafikkontoret, Nuuk. 


AASIAAT (Egedesminde): 68.43 N. 52.53 W. 


Deeeee “General Information” at beginning of Greenland Section) 

Pon pata Roadetead, Inner Port (inside Bay), Anchorage, Boat 
; lantic Quay. 

= HT: Polar darkness from 2nd December to 11th January, and 
ight sun from 22nd May to 23rd July. 
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GREENLAND 


CONDITIONS: (a) Current: Flows Eastwards between the islands at 
Aasiaat from 3 hours before, to 3 hours after high water, following which, 
current flows Westwards for 6 hours. (b) Ice: Winter ice normally occurs 
from mid-December to early May, but can occur earlier, in November. 
New ice in the port can be up to 60 cm. thick; 1st January covering ice 
up to 30 cm and by 1st February about 45 cm. Icebergs sometimes 
enter port area and stop all shipping movement. (c) Tide: High tide height 
2.6 m. (max. 3.1 m.). Low tide height 1.5 m. Direct West wind causes 
0.3 m. rise above tidal height, and South or S.E. wind about 0.5 m. 
below. 

PILOTAGE: No official port Pilot, but assistance arriving and sailing may 
be obtained from a local seafarer having good knowledge of the area. 
This local assistance should be ordered if required in ETA cable to Port 
Authority at least 24 hours prior arrival. The Port Manager usually acts 
as local expert as part of his normal duties. 

There is VHF radio installation in office of Port Authority and it is 
usually possible to obtain VHF contact within 30 miles of Aasiaat. 

Local area expert will board vessel from port boat at meeting place 
usually arranged just outside entrance to port. 

No special pilotage regulations and no Outer Anchorage where Pilot 
may be taken on board. However, in waters North and N.E. of port 
entrance vessels may stop or proceed at very slow speed in order to 
embark local expert. 

ANCHORAGES: No special anchorages, and vessel is only allowed to 
anchor for a short period at the entrance to port subject permission of 
Port Authority. 

MAX. SIZE: Largest vessel to berth alongside Atlantic Quay was length 
136 m., breadth 20 m., draft 7.5 m. 

ENTRY: Day or night. 

TUGS: None. 1 port boat to take lines and assist mooring. 

RADIO: Local radio station “OYR”. RDF station beacon East of the 
town. Radio link between Aasiaat and Transitoen, and between 
Transitoen and Roeveo. 

BERTHING: Atlantic Quay: Length 103 m., depth alongside 9.4 m. at 
medium high tide. Height of quay at medium tide about 1.5 m., above 
wil. 1x10 ton mobile crane and forklift trucks used in discharging. 
MEDICAL: Hospital, doctor and dentist available. 

FRESH WATER: Available at Atlantic Quay. 

FUEL: Only gas-oil available for local fishing vessels from the tank- 
station. 

REPAIRS: aun Yt for repairs to wooden fishing vessels. Machine shop 
also available. Slip for small vessels (250 tons). 

AIRPORT: Heliport. 

SALVAGE: Salvage-station in the area. 

AUTHORITY: Royal Arctic Line A/S, P.O.Box 219, 3950 Aasiaat, 
Greenland. Tel: 009-299-4-2033. Cables: Handelchefen Aasiaat. 
FAX: 009-299-4-2132. Contact: Harbour Master. 


FAERINGEHAVN (Polaroil): 63.41 N. 51.34 W. 


(Also see “General Information” at beginning of Greenland Section). 
DOCUMENTS: Bill of Health: Doctor's Certificate mentioning each 
member of crew by name to be free of contagious diseases. This 
document to be signed by Consulate in the port of delivery to be prepared 
by competent authority, passengers excluded. One Manifest with Bill of 
Lading. Ordinary Ship’s Papers. 

PILOTAGE: As a rule Pilot can de ordered in the months May-October, 
12 hours’ notice before arrival is required. 

ANCHORAGE: Inside fjord area. 

RESTRICTIONS: None. 

MAX. SIZE: Oil-carriers about 26,000 d.w.t., draft 40 ft. General cargo- 


ships 20 ft. 

HEALTH: Master to apply with documents at harbour office for Free 
Pratique. 

RADIO: Nuuk Radio: OXI, connected Faeringehavn by Telex and 
Telephone. 


VHF: Oil company and fishing company are listening on VHF during 
working hours. 

TUGS: None. 1 harbour boat for assisting with mooring and taking lines. 
BERTHING: Natural port, anchorage for the largest vessels. Wharf, 
225 m. with 5m. at L.W. 

STEVEDORES: None. 

MEDICAL: For medical service, apply to Nuuk. 

TANKERS: Load/discharge lines 6 in. and 8 in. Smaller diameters for 
bunkering when necessary. 

FRESH WATER: Not available. 

FUEL: Available. Light fuel, gas oil, aviation turbine fuel A1, gas oil, 
oct. 97. But only with permission of Polaroil. 

CONSULS: None. 

REPAIRS: No facilities. 

GANGWAY/DECK WATCHMEN: Not required (ship’s crew). 
OPENING/CLOSING HATCHES: Must be carried out by ship's crew. 
REPATRIATION: Available, via Nuuk by air to Copenhagen. 
AIRPORT: Nearest airport is Nuuk distance 35 miles regular airlines. 
TIME: GMT minus 3 hours. 

HOLIDAYS: Danish holidays and Greenland holidays. 
POLICE/AMBULANCE/FIRE: Police tel. Nuuk 21448. 
TELEPHONES: Not available on board. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not required. 

GARBAGE DISPOSAL: Not available. 

WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS: None. 
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DELAYS: Bunker station closes for arrivals between 2200 hrs. and 
0600 hrs. local time. 

GENERAL: Bunker station open all year; during Winter-time sometimes 
difficulties caused by ice. 

AUTHORITY: Polaroil, 3900 Nuuk, Greenland. Te/: 009-299 22527. 
Telex: 90600 Polaroil. FAX: 009-299-23783. Cables: Polaroil. 


ILULISSAT (Jakobshavn): 69.13 N. 51.06 W. 
(See Plan) 


(Also see “General Information” at beginning of Greenland Section) 

DESCRIPTION: Port is a narrow open bay, entrance to the N.W., having 

outer port and inner port. In outer port is Atlantic Quay and bunkering 

station, and inner port has another quay and a fishing harbour. 

CONDITIONS: (a) Tide: Height of average high tide 2.8 m. (max. 3.3 m.) 

low tide 1.6 m. 

(b) Wind: Usually East to N.E. In Autumn winds are strong especially 

in the morning. 

(c) Ice: Impression can be gained when cay Shy Be that port is 

closed due to icebergs. On closer approach channels between icebergs 

will be found but if these openings appear too narrow a wider passage 

should always be found to the North. 

(d) “Kanele”: A natural phenomenon that occurs at this port causing 

regular and heavy swell, height up to 2 m. Wave characteristic, long and 

flat, frequency about 6 minutes. Pilot should be consulted for full 

information. 

ENTRY: Port usually open day and night, from mid May to end 

November. 

DAYLIGHT: Polar darkness between 1st December and 12th January 

and by sun between 21st May and 24th July. 

PILOTAGE: A local Pilot (Kendtmand) should always be used by larger 

vessels and request made to Port Authority in ETA cable. Pilot boarding 

place to be agreed with Authority. 

MAX. SIZE: Largest vessel to berth at Atlantic Quay was length 110 m., 

draft 6.8 m. 

RADIO: Aasiaat Radio, call sign “OYR”. 

VHF: Port radio on Channels 16, 9 and 13. 

TUGS: None. Port boats take lines and assist mooring. 

BERTHING: Outer port depth 6.5/7 m., inner port 5.5/6 m. Atlantic Quay 

length 100 m. Depth alongside Atlantic Quay 8 m. at average low tide. 

Height of quay about 1.1 m. above w/I. Permission to enter port should 

be obtained prior arrival from Royal Arctic Lines. Fork-lift trucks 

available. 

MEDICAL: Hospital, doctors and dentists available. 

FRESH WATER: Obtainable alongside Atlantic Quay. 

AIRPORT: STOL airstrip available for internal flights. 

Pei Machine workshop. Crane for lifting small vessels, capacity 
tons. 

GENERAL: Police, Fire Brigade, Port and cable office. 

AUTHORITY: Royal Arctic Line, P.O.Box 400. DK-3952 Ilulissat, 

Greenland. Tel: (299) 43533. FAX: (299) 44532. Contact: Hans Fencker, 

Harbour Master. 


IVIGTUT: 61.12 N. 48.10 W. 
Mining in the area has stopped. The Port has closed down. 


(Also see “General Information” at beginning of Greenland Section) 

CONDITIONS: (a) Current: Strongest about 3 hours before and 3 hours 
after high water, and vessels arriving and sailing should take this into 
consideration. (b) Tide: Height of average high tide 3 m. (max. 3.4 m.), 
low tide 1.6 m. (c) Wind: Calm for about half the year otherwise winds 
are usually from South or S.E. The dangerous winds for moored ships 
are the infrequent storms from North or N.E.; these storms seldom occur 
but if they do occur they do so in the Autumn. (d) Ice: Winter ice usually 
occurs from December onwards in the fjord outside Ivigtut and 
disappears in the beginning of April. Outside Ivigtut Winter ice always 
occurs, sometimes reaching a thickness of about 1m. Information 
teres ld J ice conditions always obtainable on telegraphic request to 


ENTRY: Day and night and usually all year round. 
PILOTAGE: No official Pilot but an acting Pilot can be arranged through 
connection with Port Authority at least 24 hours prior arrival. 
MAX. SIZE: Largest vessel to have berthed at Pier was length 102 m., 
breadth 14 m., draft 6.2 m. 
RADIO: Qagortog Radio “OXF” or Gronnedal Radio “OVC”. 
VHF: Gronnedal Radio listens on VHF 24 hours (Channels 16 and 12). 
TUGS: None. Motor-boat will assist mooring. 
BERTHING: Depth alongside about 7 m. height of pier about 2 m. above 
w/l. Berthing during daylight only. Crane capacity 3 tons. 
Note: Kryolitselskabet Oresund A/S ceased operating at the port in 
December 1987. 
FRESH WATER: Available. 
FUEL: Deliveries of small quantities of gas-oil for local vessels only. 
REPAIRS: No facilities. 
MEDICAL: Doctors and dentists are available in Gronnedal. 
AUTHORITY: Hjemmestyret for Groniand, P.O.Box 1015, 3900 Nuuk, 
Greenland. 

lvigtut Kommune, 3930 Gronnedal, Greenland. Tel: 
FAX: 10173. Contact: F. Jakobsen, Port Director. 
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KANGERLUSSUAGQ (Sondre Stromfjord): h 
66.58 N. 50.57 W. : 


(Also see “General Information” at beginning of Greenland Sectigy 
DESCRIPTION: Port is used for the support of Greenland’s Intermat,, 
Airport and the community in connection with Kangerlussuag Ainy 
(Soendre Stroemfjord Airport). F 

The port operates as a normal port with a quay and a sea t 3 
for tankers. But the quay is only 20 m. long, so Stevedore/dischar, C 
and loading of heavy cargo vessels will be operated on roads by mits 
landing crafts and barges. ‘ 
DAYLIGHT: The port is situated South of the border for polar dark =k 
but has a midnight sun from 15th June to 1st July. ( 
CONDITIONS: (a) Current: The current at entrance and at the Weg. 
Sondre Stromfjord is N.E. at flood tide, and S.W. at ebb tide, ang. 
reach a speed of 7 knots. (b) Tide: High water at Camp Lloyd 1S aby = 
3 hours later than at the entrance of Sondre Stromfjord. Heighs 
average high tide 3 m. (max. 3.6 m.). Low tide 1.6m. (Cc) Ice: Som, 
Stromfjord is frozen during winter throughout whole of inner harby | 
but about 55 miles from Camp Lloyd, ice thickness varies from5com, | 
90 cm. (d) Winds: Strong winds can occur from East and S.E. 
ENTRY: On account of ice, the fjord is closed from beginning, | 
December to end-June, but can be used day or night from beginnings 
July to end-October. 

PILOTAGE: No authorised Pilot, but Harbour Master will assist berthig | 
ANCHORAGES: Good anchorages about 2 miles S.E. of EmmonsPy | 
in depth of about 40 m. Great care should be taken in anchoring, sin; 
sea bottom is shelving. 
RADIO: ETA should be given well in advance to Kangerlussuag Aimy: 
Port Operations. 

The arrival should be reported at least 24 hours in advance throw 
Island Commander of Greenland G.L.K. 

Port Master can be contacted on 2726 kHz., and contact should» 
established at least one hour prior to expected time of arrival. 

VHF: Airport and Port Master's office on VHF Channel 16. 
BERTHING: (a) A quay which is located North of Emmons Pynt, dept 
alongside only 3m. (b) Tanker sea terminal about 700 m. S.SE¢ 
Emmons Pynt where there is mooring with discharge lines. Depth: 
water 24 m. — 26 m. on the South side of the mooring position, 15p 
at the mooring, and 10m. on Northern side of mooring with rape 
shelving to the North. 

The Port Authorities should be contacted before mooring at the se 
terminal. There are mobile cranes with lifting capacity up to 5 tons, ar 
fork-lift trucks. 

MEDICAL: Hospital and medical staff available. Dentist available, 
not on a regular basis. 

AIRPORT: The airport has international connections to Europe v 
Copenhagen, and to U.S.A. and Canada. Distance to airport 8 miles 

International Airport ICAO, Danish Civil Aviation Agency, Fit 
Information Centre, Heliport. 

REGULATIONS: Kangerlussuaq Port is a civil Greenland Home Rut 
owned/administrated port with no restrictions except those given by te 
Port Operations and the Port Master. 

Greenlandic and Danish supply ships have preference in mooring 

all installations. 
AUTHORITY: Greenland Home Rule, Kangerlussuaq Airport, Po 
Operations Department, P.O.Box 1006, 3910 Kangerlussua 
Greenland. Te/: 299-11300 or 11244. Telex: 90838. FAX: 299-1108 
Contact: Hans J. Schioldan, Airport-Operations Manager. 


MANIITSOQ (Sukkertoppen): 65.25 N. 52.54 W. 


(Also see “General Information” at beginning of Greenland Section) 
LOCATION: Harbour situated on S.E. side of Maniitsoq Island, andh 
Atlantic Quay. 
CONDITIONS: (a) Tide: Height of average high water 4.2 m. (m& 
4.8 m.), low water 2m. (b) Ice: Winter ice occurs from December ® 
April. (c) Wind: Advisable not to enter harbour area if winds are stot 
Most obstructive winds are storms from South or S.W. 
ENTRY: Port open day and night, normally all year round. 
PILOTAGE: Pilot is arranged by cable to Nuuk Radio when giving ETA 
which should be sent well in advance. Pilot will meet vessel as arrang® 
outside the harbour, or at Faltings Skoer. 
MAX. SIZE: Largest vessel that can berth at Atlantic Quay is eng 
100 m., draft 6 m. Vessels up to 4,000 tons have used the port. 
RADIO: Extended from Nuuk “OX!". 
TUGS: None. Port motor-boats assist mooring. 
BERTHING: Depth in harbour is about 27 m. and alongside Atia™ 
Quay. Length 60 m. with depth of about 8.2 m. Height of quay is 
2m. above wi/l. Cranes up to 5 tons capacity and fork-lift trucks. 
MEDICAL: Hospitals, doctors and dentist available. 
FRESH WATER: Available at quay. 
REPAIRS: Repair workshop for repairs to wooden fishing vesses 
Machine shop available. Slip for small vessels (225 tons). 
AIRPORT: Heliport. 
GENERAL: Telex, telephones, Police, Fire Brigade. 
AUTHORITY: Kalaallit Niuerfiat, A. W. Nielsensvej, 3912 Manits® 
Greenland. Tel: 13244. Telex: 90701. Cables: Handelicheten 
Contact: Handelchefen. 

Royal Arctic Line A/S, Box 288, 3919 Maniitsog, Green 
Tel: 13633. FAX: 13832. Contact: Pavia Biilmann. 
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RMORILIK: 71.07 N. 51.17 W. 


” mining operations ceased in December 1990. 


(See Plan) 


o0c Esonal Load Line Certificate. 
Raid Certificate. ; 
pLOTAGE: Optional for coastal vessels entering Davis Strait. Agents 
to make EON if Pilot required. 
SENERAL DESCRIPTION: The berth is located at the North end of the 
west side of Agfardlikavsa Fjord. ¢ 
agtardlikavsa Fjord, West Greenland, (entrance approximately 
at 71° 08' N., Long. 51° 18’ W.) is located at the end of the larger 


Qaumarujuk Fjord. ; 
Qaumarujuk Fjord, the Northeastern arm of Ingnerit, has its entrance 
n Qegertanguit and the Western extremity of Akuliarusikavsak, 
; mainland projection about 2.5 nautical miles S.E. Ingnerit is one of 
ne largest of the branch fjords and flows into Umanak Fjord. It is entered 
_ sgtwoen Tuperssuatsiait, the S.E. extremity of the Alfred Wegener 
| dgninsula, and Akuliaruseq, a point about 4 miles S.S.E. The waters of 

»@ Umanak Fjord flow into the Nordost Bay. 

“The Agfardlikavsa Fjord is separated from the Qaumarujuk Fjord by 
3 shallow, narrow bar. Depth at the centre of the sill is approximately 


m. 
re is a considerable surface water run-off along the Fjord walls 
eduding occasional rock slides. The bottom of the Fjord is filled with 
6. to 8 ft. of fine silty material. 

Marmorilik (Lat. 71° 08’ N., Long. 51° 18’ W.) lies on the S.E. side of 
he Qaumarujuk Fjord at the Western entrance point of the Agfardlikavsa 


ie larger fjords and Nordost Bay are encumbered with islets and 
rocks requiring extreme care in navigation. In particular, a shoal is known 
w exist some 350 m. N.W. of Marmorilik Point and extra care is required 
a this vicinity. 
| I, 1984 an upstanding rock, 4.0 m. below sea level, was discovered 

aposition 71° 07' 44” N., 51° 16’ 40” W. 

ANCHORAGE: There is an anchorage at Agfordlikowsa in depths of 
2m. to 35 m. Tankers can anchor near the berth in depths of 24 m. to 
50 m., but must be aware of an unmarked 6 m. shoal about 300° True, 
and 375 m. (approx.) from the discharge point. 

WAX. SIZE: Max. d.w.t. 65,000 (Panamax). Min. depth alongside ore 
terminal is 12.5 m. at LW. 

RADIO: Egedesminde Radio. 

VHF: Ship-to-shore communications will be maintained using VHF 
Channel 16. 

Information on ice conditions in the fjord can be obtained from shore 
personnel. During loading operations, Greenex will supply the vessel 
with 2 portable radio transceivers for communications between the 
carer and the loading control station. 

TUGS: 1 tug available, 3,700 h.p. The tug will assist with berthing and 
unberthing if required, and will break up any thin ice in the vicinity of the 
verth and entrance to the fjord. 
_ BERTHING: The Marine Terminal is used for loading ore carriers up to 
_ 65,000 d.w.t. The berth consists of 4 breasting dolphins with bollards 
| for springs and breast-lines. On the shore are 7 bollards for head and 
stem lines spread over a distance of 366 m. The min. depth of water 
aongside is 12.5 m. at LW. 

Vessels normally berth port-side alongside and use the starboard 
anchor to assist in berthing. No. 1 hatch is lined up under the loader as 
tis the first hatch to be loaded. 

initially the headlines go to the Northernmost dolphin and stern lines 

the Southernmost bollard on the shore. 
Loading: Zinc and lead are loaded with a luffing and slewing ship-loader. 
The ship-loader is fitted with a 20 ft. conveyor to distribute the cargo in 
he hold. Communication is maintained between the vessel and control 
‘om by portable radios. The average loading rate is 500 metric t.p.h. 

Notice of Readiness will not be accepted at time of arrival at the dock 
unless the vessel is in all respects ready to load. 
seneral Cargo: Unloaded into barges with vessel's gear and towed 
ae to . separate lightering dock located about 500 m. N.E. of the 

lerminal. 
WEDICAL: Emergency medical and dental treatment can be arranged 
and should, when possible, be requested by the vessel's Master in his 
ETA message to the mine site office. 
TANKERS: Diesel fuel oil and turbo-fuel are stored in a tank farm located 
onshore about 500 m. West of the point at Marmorilik on Qaumarujuk 
Ford, at an elevation of 50 m. 

Vessels usually berth using both anchors, 5 shackles on the port 
anchor, and about 4.5 shackles on the starboard anchor, using a heavy 
chain from the stern to the S.E. point of the oil installation. The chain is 
*vallable from the shore. Tankers can also moor to the N.N.W. of the 
ol installation, but must remain outside the 6 m. line. 

The tanker hoses are connected to an 8 in. flange connection for 

oil or a 4 in. hose adaptor with dust-cap for turbo-fuel. The static 
head on the lines is about 70 m. when the tanks are full. An anti-static 

iS provided. 
sl aehalaba there ad is ton series and 1x20 ton stock. 
; or moori lolphins are provi : 
FRESH WATER: Not avaliable. 
reek: Not available. 
TRS: No facilities. 
oem: Standard time is GMT minus 3 hours. 
ede Repairs: While alongside the dock, no repairs are to be 
aan that will prevent the main propulsion machinery from being 
Ven cted at very short notice. 
poe S$ Whistle: The vessel's whistle shall be operational during 
rclee One long blast on the whistle means “Emergency — stop 


HORITY: Greenex A/S, 3963 Marmorilik, Greenland. Tel: 009-299- 
Cis /48360. Telex: 91500 Gxmar GD. FAX: 009-299-48385. 
act: Benny Gregersen, Service Manager. 
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GREENLAND 


NARSSARSSUAGQ (Isrecognosceringsstation): 
61.08 N. 45.26 W. 


(Also see “General Information” at beginning of Greenland Section) 
DESCRIPTION: Ice outlook station, with quay. 
CONDITIONS: (a) Current: Occasional strong N.W. current. 

(b) Tide: Average height of HW 3 m. (max. 3.6 m.) LW 1.6 m. 

(c) Wind: S.E. wind sometimes reaches typhoon strength. 

(d) \ce: In Winter ice thickness sometimes reaches 1 m. Ice breaker 
not available. 
PILOTAGE: Not available. Base representative should be advised of 
ETA well in advance of arrival. 
MAX. SIZE: Largest vessel to berth at quay was length 130 m., draft 


8m. 

ENTRY: Open season from mid-May to mid-October. During season, 

port n day and night. 

RADIO: Qagortog Radio “OXF”. 

VHF: Extended from Qagortoq. 

TUGS: None. 

BERTHING: Quay length 140 m., depth alongside (West) 6 m. — 11 m. 

(East) 5 m. — 8 m. Height of pier 2 m. above wi/I. 2 vessels may berth, 

1 on either side of quay. Heavy mooring equipment on the quay, and 

should be used by larger vessels. Mobile cranes capacity up to 4 tons, 

and fork-lift trucks. 

FRESH WATER: Obtainable at quay, about 80 tons per single off-take. 

AIRPORT: Landing-strip for aircraft. Ice station usually uses Twin Otter 

aircraft and S61 Helicopter. 

AUTHORITY: Greenland Homerule, Box 1015, 3900 Nuuk. Te/: 2-3000. 
Station Manager, 3926 Narssarssuaq, Greenland. Te/: 35266. 


NORTH STAR BUGT (Thule Air Force Base): 
76.36 N. 68.52 W. 


Also see “General Information” at beginning of Greenland Section) 
ESCRIPTION: Supply port for the Thule Air Force Base. Port is 
operated by and belongs to the U.S. Air Force. 
DAYLIGHT: Polar darkness from 1st November to 10th February and 
midnight sun from 23rd April to 20th August. 
CONDITIONS: (a) Ice: Port is frozen over from end October to beginning 
July. From beginning of November, large areas of compact ice appear, 
and these can sometimes be up to 20 miles wide. During May, compact 
ice areas commence breaking up; however, large quantities of drift ice 
remain aon the coast until end July. Winter ice is normally about 
180 cm. thick. (6) Temperature: In January and February average 
temperature is 29° below zero. In June, July and August, average 
temperature is usually above freezing-point, but for the rest of the year 
it is below freezing. (c) Tide: Mean Spring tide is 3 m. (max. 3.4 m.). 
Mean neaptide 1.7 m. 
ENTRY: Normally, port is open early July depending upon ice situation. 
PILOTAGE: No authorised Pilot, but American Port Authority assists in 
pretend and should be advised of ETA well in advance. 
ANCHORAGE: Good holding ground in depth between 20 m. and 40 m., 
but anchoring should only be carried out following advice of Port 
ep deg E 
MAX. SIZE: Largest vessel to berth alongside quay was length 130 m., 
and draft 7 m. 
MEDICAL: Hospital, doctor and dentist available. 
TUGS: None. Port boats assist mooring. 
BERTHING: 2 vessels may berth at the quay. Depth alongside about 
7 m. Height of pier about 2 m. above MHW. Mobile cranes and forklift 
trucks; however, equipment varies from year to year and Port Authorities 
should be contacted well in advance. 3 amphibious craft for vessels 
discharging in the roadstead. 
FRESH WATER: Available alongside quay. 
AIRPORT: Two rescue helicopters stationed at this base. 
REGULATIONS: The area is a Military Defence area and special 
permission is necessary to enter the port. Shore leave is prohibited. 
AUTHORITY: U.S. Air Force, North Star Bugt, Greenland. Te/: 50091. 


NUUK (Godthab): 64.10 N. 51.44 W. 


(Also see “General Information” at beginning of Greenland Section) 
DESCRIPTION: Narrow entry to port, but well protected, with good 
modern berths and anchorages. 

CONDITIONS: (a) Current: Sometimes strong between anchorage and 
the berths. (b) Ice: Only very occasional large quantities of ice reach 
the port and into the fjord. If ice in area South of Nuuk, S.W. storms 
force drift ice into the fjord. In recent years the port has begun to freeze 
over in Winter, and small vessels have at times become icebound. 
(c) Wind: S. and S.W. storms spring up suddenly but only last for brief 
periods. (d) Tide: Height of high water 4.4 m. (max. 5.1 m.); low water 
2.1m. 


ENTRY: Port open day and night all year round. 

DAYLIGHT: Nuuk situated South of the border for midnight sun and 
Polar darkness. 

PILOTAGE: Port Manager normally acts as Pilot for ships, but is not an 
authorised Pilot. Pilotage may be arranged by VHF contact with Authority 
during normal working hours with 24 hours notice. 
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ANCHORAGES: Good anchorages available inside fjord. Larger 
vessels should anchor close to Rypeo and in Malene Bugt. 

MAX. SIZE: Largest vessel to berth at Atlantic Quay was length 135 m., 
breadth 17 m., and draft 7 m. 

RADIO: Local radio station “OXI!I". 24 hours notice of ETA should be 
passed to Authority, cable address “Havnechefen Nuuk”. Radio beacon 
at Kookoerne. 

TUGS: 2 tugs available. 1 port boat to take lines and assist mooring. 
BERTHING: Larger vessels should contact Port Authority before 
approaching port at night-time. Atlantic Quay, length 170 m., has a depth 
alongside 7 m., approx. for the most Northerly 120 m., and between 
4.5m. — 5m. at MLWS for the most Southerly 50 m. 

Vessels normally berth port side alongside. Mobile cranes capacity 
30 tons. 

Schooner Quay is 50 m. long, with a depth of 4.0 m., approx. Vessels 
normally berth bow Westward. 

On the Coastal Passenger Quay length 40 m., depth 5.4 m., vessels 
usually berth with bow to the North. 

There are several other small quays for the use of trawlers, and 
cutters, and a sand discharging berth length 30 m., depth 5 m. 
MEDICAL: Hospital, doctors and dentists available. 

TANKERS: Tankers can anchor and stern moor out from the gas 
installations, using an oil pipeline connection. A mooring arrangement 
has been established for tankers of 25,000 — 30,000 d.w.t. below the 
tank and gas farm on the hillside. 

FRESH WATER: Available at all berths. 

FUEL: Small quantities gas-oil available at Atlantic Quay after receiving 
permission from Port Authority. 

REPAIRS: Slip for small vessels (40 tons) and minor repairs. Slip for 
vessels up to 1,860 tons, repairs possible for steel and wooden ships. 
AIRPORT: Runway 950 m. x 30 m. 

GARBAGE DISPOSAL: Service available alongside at no extra charge. 
WASTE OIL DISPOSAL: Service available only for small quantities by 
special arrangement with Port Authority. 

SEAMAN’S CLUBS: No club in port. Local hotel provides telephone 
facilities and other services are available locally. 

CURRENCY: Danish Kroner(DKr). U.S.$ 1.00=DKr 7.00 (approx.) 
GENERAL: Police, Fire Brigade, radar and radio technicians, radio 
station post, and cable office. 

AUTHORITY: Royal Arctic Line A/S, P.O.Box 1059, DK-3900 Nuuk, 
Greenland. Tel: 299-23833. FAX: 299-23332. Contact: Knud E. Moller, 
Harbour Master. 


PAAMIUT (Frederikshab): 62.00 N. 49.41 W. 


(Also see “General Information” at beginning of Greenland Section) 
LOCATION: The port is in the inner part of a small bay. 
DESCRIPTION: Atlantic Quay; fishing quay; anchorage. 
CONDITIONS: (a) Current: None. (b) Ice: Big ice reaches to the North 
of the port; smaller ice reaches the port especially to the North, but 
South of the port it is usually ice-free. The best period of finding the port 
ice-free is between March/April and the end of August. (c) Tide: Height 
of average high water is 3.8 m., low water 2.0 m. (max. 2.4 m). 
PILOTAGE: Pilot should be requested in ETA cable via Nuuk Radio. 
Pilot will meet vessel at Satuarssugssuaq (Fyroen). 

ANCHORAGE: S.E. of Skarvo. Holding ground is not good and 
anchoring should be carried out at very slow speed and only in good 
weather conditions. 

MAX. SIZE: Length 100 m., draft about 6 m. 

ENTRY: Day or night. 


RADIO: Radio station Nuuk “OX!”. RDF station beacon East of the town. 


TUGS: None. Port boats assist in mooring. 

BERTHING: Atlantic Quay. Length 90 m., depth alongside at average 
low tide, 7 m., depth in harbour about 10 m. Cranes up to 5 tons capacity 
and fork-lifts trucks used in discharging. 

MEDICAL: Hospital, doctor and dentist available. 

FRESH WATER: Available alongside Atlantic Quay. 

FUEL: Refuelling quay, depth about 5 m., Gas-oil and diesel oil available 
for small vessels. 

REPAIRS: Workshop for repairs to wooden fishing vessels. Machine 
shop available. Slip for small vessels (250 tons). 

AIRPORT: Heliport. 

GENERAL: Police Station, Fire Brigade. 

AUTHORITY: Kalaallit Niuerfiat, Poul Ibsensvej 1, P.O.Box 222, DK 
3940 Paamiut, Greenland. Tel: 17244. Telex: 90503. 
Cables: Handelchefen Paamiut. Contact: Handelchefen. 


QAQORTOQ (Julianehab): 60.43 N. 46.02 W. 
(See Plan) 


(Also see “General Information” at inning of Greenland Section) 
DESCRIPTION: Port is an open bay, facing South with Atlantic Quay. 
CONDITIONS: (a) Current: Flows N.W., but in Southern part of port from 
little current effect. (b) Tide: Average height of high tide 2.8 m. (max. 
3.2 m.); low tide 1.4m. (c) Ice: Drift ice between January and July 
occasionally fills whole port. (d) Wind: The most frequent wind is from 
East or N.E., normally occurring as storms during Winter months and 
as strong winds in Summer. Winds can be violent and cause rapid rise 
in temperature. Very secure moorings are advisable. 

PILOTAGE: Port office is equipped with VHF which should always be 
used to contact Port Authorities before arrival, and to arrange Pilot's 
boarding position. 
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MAX. SIZE: Largest vessel to berth at Atlantic Quay was length 1p 
and draft 7 m. ‘ 
ENTRY: Port open day and night normally throughout year. 
RADIO: Local radio station (call sign OXF). Radio beacon 
Simiutaq about 10 miles West of entrance to Julianehab Fjord, | 
TUGS: None. Port boats take lines and assist mooring. 
BERTHING: Atlantic Quay — length 100 m., depth alongside betes 
7/9 m. on average high tide and 1 quay, length 60 m., depth alongs 
4.8 — 7.2m. for small vessels. Height of quay is 1.3 m. above y 
Mobile cranes, lifting capacity up to 5 tons. 

MEDICAL: Hospital, doctor and dentist available. 

FRESH WATER: Available at Atlantic Quay by tanker trucks. 
FUEL: Gas-oil available at Atlantic Quay. 

REPAIRS: At repair quay there is a stationary crane lifting 

35 tons. Slip for small vessels (250 tons) and minor repairs. Mach, 
shop available. 

AIRPORT: Heliport. 

GARBAGE DISPOSAL: No regular garbage collection service Possit, 
Make arrangements with the Harbour Master. 

WASTE OIL DISPOSAL: Not possible. 

SEAMAN’S CLUBS: In Greenland, seaman's hotels serve tours 
visitors and local people. Alcohol is forbidden in the hotel. In Qagory, 
the seaman's hotel can be contacted on (299) 38678. 
CURRENCY: Danish Kroner (DKr). 

AUTHORITY: Kalaallit Niuerfiat, Torvevej, P.O.Box 500, 3920 Qagony 
Greenland. Tel: 38244. FAX: 38316. Cables: Handelschefen Qagomy, 
Contact: |sak Trolle or Claus J.Clausen. 


QEQERTARSUAGQ (Godhavn): 69.14 N. 53.32 W. 
(See Plan) 


(Also see “General Information” at beginning of Greenland Section) 
DESCRIPTION: Port consists of a mooring inside a bay and a 129 
quay with depth 4 m. 

DAYLIGHT: Polar darkness from 25th November to 15th January, ay 
midnight sun between 19th May and 26th July. 

CONDITIONS: Ice: Winter ice is fast from November—December ut 
pe May or beginning of June. Thickest observed Winter ice is abo 
100 cm. 

ENTRY: Day or night. Port is open from May to November. Betwee 
mid-April until May the port can only be used by specialised tonnage 
PILOTAGE: Boarding point arranged with Port Authority in ETA advices 
ANCHORAGE: Good anchorage in the bay — outer port. 

MAX. SIZE: Largest vessel to date length 100 m., draft 6.5 m. at qua 
with length 60 m. and depth 4 m. 

RADIO: Extended from Aasiaat “OYR"”. RDF Station beacon. 
TUGS: None. Port boats assist with mooring. 

BERTHING: Quay length 12m. depth alongside 4.0 m. at MLWS 
Vessel moors to 2 anchors and stern-lines to the shore. Mobile crane 
on shore capacity up to 5 tons. Depths in bay about 6.82 m. 
MEDICAL: Hospital. Doctors and dentist available. 

GENERAL: Arctic Scientific Station, Fire Brigade, Cable Office. 
AUTHORITY: Kalaallit Niuerfiat, Holten Mollersvej 3/C, 3% 
Qegertarsuaq, Greenland. Tel: 47244. Telex: 91401. FAX: 474 
Cables: Handelchefen Qegertarsuaq. Contact: Handelchefen. 


SISIMIUT (Holsteinsborg): 66.56 N. 53.40 W. 


(Also see “General Information” at beginning of Greenland Section) 
LOCATION: Harbour is situated on Norther side of Tommermandso 
CONDITIONS: (a) Tide: Average height of high tide 3.5 m. (max. 4.4% 
low tide 2 m. (b) Ice: Winter ice up to 1 m. thick. Ice normally oc 
from December to March or April. 

ENTRY: Port open day and night, and normally all year round. 
PILOTAGE: aris with Authority through Aasiaat Radio, ca 
address “Director of Commerce Sisimiut”. Pilot meets vessel at Jako 
Skaer, 2 miles S.W. of Mollersoe. , 
ANCHORAGE: Large vessels can anchor outside port and discha? 
into barges. 

MAX. SIZE: Largest vessel that can berth alongside Atlantic Qué 
length 136 m., breadth 20 m., draft 7.2 m. 
RADIO/VHF: Radio station extended from Aasiaat “OYR". 
connection in Port Director's office. Radio technicians available, 
address ‘Polar Radio”. 

TUGS: None. Port boats take lines and assist mooring. 
BERTHING: Atlantic Quay, length 60 m., depth alongside 7.8™.* 
average low water. Height of quay 2 m., above wil. If berth Occup 
loading/discharging of bof ie vessels at anchorage with barges. 
Atlantic Quay there is a ile crane with capacity of 10 tons and font 
trucks. 

Offshore Quay: Length 20 m. with depth of 6 m. at LW. 

MEDICAL: Hospital, doctors and dentists available. 

FRESH WATER: Obtainablie at Atlantic Quay. 

FUEL: Arctic Grade obtainable at Atlantic Quay and Offshore Quay 
REPAIRS: Slip for small vessels (250 tons). Repairs possible to woo 
aaa Machine shop available. 

AIRPORT: Heliport. 


gaRBAGE DISPOSAL: Waste container available alongside. Emptying 

x. OKr 538. Disposal arranged through Port Office. 

SF OIL DISPOSAL: Not possible. 

AMAN'S CLUBS: All seaman’s homes in Greenland are open to 

seamen, tourists and local people alike. Alcohol is forbidden. The 

gsimiut Seamen's Home can be contacted on Tel: 14150. 

CURRENCY: Danish Kroner (DKr). 

GENERAL: Post and cable offices. Telephones not normally available 

ir connection on board, but vessels at anchor can call Port Director's 

office on VHF during daytime. 

AUTHORITY: Kalaallit Niuerfiat, Frederiks den 9 Plads |, 3911 Sisimiut 
f ), Greenland. Tel: 14044. Cables: Handelchefen Sisimiut. 

Fax: 14981. tact: Handeichefen. 


GREENLAND 


NOTES 
Please also advise Shipping Guides Ltd. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle 


Grenada 


ST. GEORGE’S: 12.02 N. 61.46 W. 


DOCUMENTS: 

Port Authority: Arrival Report (Ship's Particulars). 
Health Authority: Health Declaration, 1 Crew List. 
Customs: Cargo Vessel: 

Arrival Report. 

Clearance from Last Port. 

1 copy Crew List. 

Crews Effects Declaration. 

Ships Stores. 

2 copies Cargo Manifest. 

Passenger Vessel: 

All of the above, except Cargo Manifest, plus Passenger List. 
Immigration: Cargo Vessels: 

2 copies Crew List. 

Passenger Vessels: 

2 copies Crew List. 

2 copies Passenger List. 

1 copy Nationality Breakdown List. 

1 copy Information Sheet (Arrival Report). 

2 copies Disembarkation List. 

PILOTAGE: Compulsory for anchoring and berthing for vessels over 
200 g.r.t. Notice must be given before 1500 hrs. for vessels requiring 
berthing between 1600 hrs. and 0800 hrs. the following day. 

Pilot boards at Pilot Station 0.5 miles N.W. of the red flashing buoy. 
ANCHORAGE: Vessels anchor in position 12° 03.3’ N., 61° 46’ W. or 
as a by the Pilot/Port Authority. 

RESTRICTIONS: Vessels are normally berthed between 0500 hrs. and 
2300 hrs. Berthing and unberthing may be done in certain circumstances 
outside of the above hours. 

MAX. SIZE: Single screw vessels up to 600 ft. LOA, approximately, 
depending on type and machinery equipment of the vessel, this size 
may be increased. Max. draft 28 ft. 

VHF: 25 Watt base station — Grenada Ports Control (JSYA) Channel 16. 
Hours: 0800 — 1600 hrs., Monday to Friday. 

Mobile station(J3YA) 5 Watt, Channel 16. Hours flexible but mainly 
limited from 0600 to 2200 hrs. Monitors Channel 16. 

St. Georges Pilot (J3YB) Channel 16. 

TUGS: Not available. 
BERTHING: Length of berth 800 ft. Depth alongside 30 ft. (minimum). 
Berth owned by the Grenada Port Authority. 

Berthing in hours of darkness is carried out if advice received before 
1500 hrs. Palletised and container cargoes are loaded and unloaded by 
ship's gear. 

CRANES: None. 

STEVEDORES: Available. 

MEDICAL: Doctor and general hospital available. 

TANKERS: A tanker berth exists at the bulk storage terminal at Grand 
Mal, approximately 1.5 miles North of St. George’s. Another terminal, 
Queens Park Terminal, exists 100 yards South of Green Bridge at the 
Northern limit of the town of St. George’s. A minimum depth of 26 ft. 
exists between the mooring buoys at this Terminal. 

Due to shallows, manoeuvring in the area of the Grand Mal Terminal 
is difficult and is not carried out during the hours of darkness. It is also 
not recommended to attempt berthing at the Queens Park Terminal 
during the hours of darkness due to lack of navigation ranges. 
FRESH WATER: Available at an approximate cost of U.S.$5.0 per ton. 
Rate 10 t.p.h. (approx.). 

FUEL: This can be arranged with sufficient notice (not less than 
24 hours). Grade — Gas Oil 45 Cetane. Minimum supply 300 gallons. 
SURVEYORS: Michael Forshaw and Allan C. Hooper, Windward Island 
Surveys, Tel: 440-2881 and 440-2444 respectively. Both act for Panama 
Bureau of Shipping. 

AIRPORT: Air services provided by Leeward Island Air Transport (LIAT), 
British West Indian Airways (BWIA) and British Airways(BA). Daily flights 
by LIAT and BWIA and once per week by BA. 

HOLIDAYS: New Year's Day, Corpus Christi, Independence Day 
(February 7th), Good Friday, Easter Monday, Labour Day (May 1st), 
Whit Monday, August Bank Holiday (Monday and Tuesday), Christmas 
var Boxing Day. 

TELEPHONES: Dock side telephone available on request from Grenada 
Telephone Company. 

GARBAGE DISPOSAL: No facilities. 

WASTE OIL DISPOSAL: No facilities. 

SEAMAN’S CLUBS: None. 

CURRENCY: Eastern Caribbean Dollar (E.C.Dollar). 

GENERAL: Charts: B.A. Chart No. 2830. 


(See Plan) 


SHIPMASTER’S REPORT: December 1989. 
Charts: BA. Charts No. 2830 and 2821. 
Berths: Texaco and Shell Oil Terminals. 
Documents: 

2 copies Crew Manifest. 

2 copies Bonded Stores List. 

6 copies Crew List. 

3 copies Cargo Manifest. 

1 copy Maritime Declaration of Health. 

The port officials and the Pilot boarded off Fort St. George and leave 
the vessel at the berth. Ship’s own forms are accepted. We tried to 
obtain Grenada forms for next visit but these were not available. The 
bond was not sealed. 

Pilotage: Pilotage is compulsory for berthing at all berths and all oil 
aga Vessels are allowed to unberth from the oil moorings without 
a Pilot. 
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Pilotage normally available between 0600 hrs. and 2000 hrs., Howey 
the Pilot will berth vessels at night at Grand Mal and Ki By 
special arrangement, in which case an early booking shou! be ma, 
through the Agent in order to avoid delays. The Pilot boards Of Fy 
St. George or at Fort St. George Anchorage, from a launch with abe 
hull and white superstructure. 

Anchorage: Vessels anchor off Fort St. George in a depth of 5_. 
fathoms with Fort St. George bearing 118° at a distance of 0.5 mig 
There is often a large swell in this area. 

Approaches: There is a shoal patch of 8.0m. at low water On fy 
approach to the Grand Mal moorings in position Lat. 12° 04.4 \ 
Long. 61° 45.2’ W. (See “Plan”). 

Max. Size: 

Grand Mal Mooring: Max. LOA 300 ft. Max. draft 22 ft. The depp, 
the mooring is 24.0 m. 

Berthing: 

Grand Mal: At Grand Mal, vessels with cargo for Shell and Tex, 
moor using the port anchor and stern lines to 2 mooring . Whe 
the vessel is in the correct position she will be equidistant between wy 
marker buoys on the port beam and the starboard beam. When 
the vessel had 4 shackles out on the port anchor and the ship’s he, 
was 250°. In this position the port quarter buoy is abeam of the si» 
and the starboard quarter buoy is astern of the vessel, both buoys dey 
15 m. from the stern. 

It is recommended that the vessel is heaved into position as close, 
the buoys as possible in order to reduce the length of hose required: 
reach the ship. The shore connection is approximately 210 m. from 


stern. 

A blue hulled boat with a powerful outboard assists with mooring ay 
when not in use is normally secured at the Texaco os Stage, 

Kings Bay: Shell operate a terminal at Kings Bay. The moor 
consists of 2 stern mooring buoys. The mooring is just South ¢ 
St. John's River and has a minimum depth of 6 fathoms. Ship's hose 
are used at this terminal. 

Loading: 

Grand Mal: Texaco have facilities for LPG and white oils. The Texay 
LPG capacity at Grand Mal is 100 tonnes in 4 tanks (2 x 694 bbls. ay 
2 x 534 bbls.). There are also tanks for propane (100 tonnes) and butay 
(116 tonnes). Gas oil, kerosene, aviation jet fuel and motor spirit a 
also handled. 

Shell handle white oils but have no facilities for LPG. 

Kings Bay: Used by Shell for the handling of white oils only. 
Hoses: There is one undersea hose for LPG. The undersea hose ty 
white oils at Grand Mal Bay is not used. 

The ship's hose, with a length of 280 m. is run ashore to the connecter 
between the Texaco and Shell facilities. 

For communications whilst loading, Texaco use Channel 12 and St 
use Channel 9. 

The rate of discharge for products is governed by the maximum rat 
possible for the ship's hoses. 

General: The boatman was very helpful with running of stores ay 
personnel from ship to shore. 

Most U.S. and European food products and goods are obtainable. 

The Airport (St. George’s Pearls) at Saline Point, on the South Wes 
tip of the island, handles both international and inter-island traffic. 


SHIPMASTER’S REPORT: March 1990. 

Berth: Shell Oil Offshore mooring at Queen's Park, St. George's. 
Chart: British Admiralty Chart No. 2830. 

Pilotage: Compulsory. Pilot boards off St. George's and is availa 
during daylight hours only. If the conditions are good and the vesse § 
a regular trader, night time berthing may be considered. 

If vessel shifts from Grand Mal to Queen's Park or vice-versa 4 pi 
is required by legal by-laws. 

Mooring: The mooring is located in position Lat. 12° 03.48" N., Long 
61° 45.43’ W., off the entrance to St. John's River. 

The vessel moors to 2 buoys aft and uses the vessel's starboat 
anchor with 4 shackles in the water. The vessel should be as close # 
possible to the port quarter buoy (South buoy) as there is less wait 
near the starboard quarter buoy on account of silt from the river. Tt 
depth of the water at the stern is approximately 6.5 m. 

The vessel sends a line to each buoy but if a heavy swell is runny 

an additional line may be required to each buoy. 
Cargo Operations: The mooring is used exclusively by Shell to supp! 
gas oil to the Power Station, which is located in position Lat. 12° 03.9 N 
Long. 61° 45.2’ W. The connection is on the road side just North of te 
river mouth near the road bridge. The ship's floating hose is used® 
make connection and the pumping rate is approximately 650 bbl./hr.1 
capacity of the tanks at the Power Station is 6,000 bbis. 

If VHF Channel 9 is not available on the ship, vessel is to land 2 s# 
of walkie-talkies for communications whilst discharging. One set is us* 
at the road side connection and the other at the Power Station. 

A representative of Shell boards at commencement and 
of operations. 

Launch: Shell have their own safety launch which also serves Shel ® 
Grand Mal. The launch acts as a mooring boat and will run crew (0% 
nearest point ashore but will not run crew into town. 


AUTHORITY: Grenada Ports Authority, Burns Point, St. George 
Grenada, West Indies. Tel: 440-3439 440-3013, 440-3015. Telex: 2'® 
Min. Cables: Grenada Port Authority. FAX: 440-3418. Contact: Mic'® 
T.Forshaw, General Manager. lan Evans, Port Manager. 


guadeloupe 
gasSE TERRE: 15.59 N. 61.44 W. 


T LIMITS: 1 mile from pier. 
POR MENTS: 
6 Crew Lists. 


gManifests. 
ith Declaration Form. 


6 Lists of Stores on board. 

passenger List. — 

g inward Declarations. 

Clearance from Last Port. 
pLOTAGE: Compulsory for vessels over 120 m. for entry, and over 
160 m. for entry and leaving. : : '. 

No pilot station in Basse-Terre. Pilot will come from Pointe-a-Pitre, so 
when vessel arrives, Call “Basse-Terre Port Control” on Channel 16 or 
19. and the Port Officer will give you instructions to follow. Vessels must 
yatt for a Pilot about 1 mile from the pier. Pilot usually comes on board 


(See Plan) 


on Ld op side. ; 
ANCHORAGE: On an 18 fathom bank North of the pier, 2 cables from 


re. 
oe STRICTIONS: Vessel can berth and unberth at any stage of the tide, 
out f vessel's first call, recommend berthing during daylight only. 

MAX. SIZE: Max. LOA 300 m. Max. beam 30 m. There is 32 ft. — 36 ft. 
aongside but an allowance should be made for a 3 ft. swell, therefore 
would suggest max. draft approx. 29 ft. 

HEALTH: Authorities require 24 hours notice of the vessel's arrival. 
RADIO: Fort-de-France, call sign “FFP” (high frequency). 

VHF: Port Authority on Channels 16 and 12. 

TUGS: Not available, however a small boat will assist in running lines 
‘the Port Authority is advised in sufficient time on VHF Channel 16. 
BERTHING: The extension is in operation. The old S.E. arm of the quay 
and was badly damaged in a hurricane of 1979. 

The new quay is solid-filled and extends to a reclaimed shore thus 
providing considerable container stacking area. The berth is 
approximately 300 m. long and is well fendered with rubber fenders. 
Depth alongside 8.6 m. — 11.1 m. 

Ro-Ro berth: Length 48 m., depth 5.5 m. — 8.0 m. 

CRANES: 30 ton mobile crane available. 

BULK CARGO FACILITIES: None. 

STEVEDORES: Working hours: 0700 — 1100 hrs. and 1300 — 1700 hrs. 
Extension possible. 

MEDICAL: Doctors and hospital available. 

DENSITY: 1025. 

FRESH WATER: Available. Rate 15 cu.m./hr. Cost 12.15 F./cu.m. 
CONSUL: None, nearest consuls at Pointe-a-Pitre. 

SURVEYORS: Bureau Veritas at Pointe-a-Pitre. 

HATCHES: se lar and closed by crew. 

REPATRIATION: Arranged by Agent. 

AIRPORT: 60 km. Daily flights to Paris. 

TIME: GMT plus 4 hours. 

BANKS: 

Credit Agricole, Cours Nolivos, 97100 Basse-Terre. Tel: 81.68.68. 

Banque Nationale de Paris, Rue Maurice Marie-Claire, 97100 Basse- 
Terre. Tel: 81.21.12. 

Caisse D'Epargne, Rue Baudot, 97100 Basse-Terre. Tel: 81.14.47. 

Banque Francaise Commerciale, Rue Docteur Caisre, 97100 Basse- 
Terre. Tel: 81.07.59. 
atin tg Antilles Francaises, Cours Nolivos, 97100 Basse-Terre. 
SHORE LEAVE: Possible. 

IDENTIFICATION CARDS: Passport required. 

SERVICES: Fresh provisions, groceries and meats available. The 
blowing are not available: repair facilities, dry dock, machine shop, 
amport, surveyors, laundry services, bunker fuel oil, diesel oil, lubricating 
ol and slop tanks. 

GARBAGE DISPOSAL: Only for small quantities. 

WASTE OIL DISPOSAL: See ‘“Pointe-a-Pitre”. 

SEAMAN'S CLUBS: See “Pointe-a-Pitre”. 

CURRENCY: See “Pointe-a-Pitre”. 

WEATHER: The swell is between 3 ft. and 4 ft. from a S.E. direction. 
The wind is mainly from an Easterly direction. 

AUTHORITY: Basse-Terre Port Authority, B.P. 566, 97100 Basse- 
8rre, Guadeloupe. Tel: 81.11.21. FAX: 81.09.15. Contact: Mr. Claude 
Julienne, Port Director. 


POINTE-A-PITRE: 16.13 N. 61.32 W. 


DOCUMENTS: 
6 Manifests. See (a). 
8 Crew Lists. 
3 Stores Lists. 
3 Crew Declaration. See (b). 
6 Passenger Lists. 
4 Declaration of Health. 
2 Bills of Lading. 
5 clearance from Last Port. 
(a) ce Declaration. 
ia addition, 2 sets of Manifests must be airmailed to arrive 72 hours 
(b) dg in Pointe-a-Pitre. 
is Declaration must indicate all new and used personal effects. 


(See Plan) 
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GUADELOUPE 


PILOTAGE: Pilot meets vessels at “Mouchoir Carre” buoys. Advance 
notice of ETA to be passed 24 hours, and VHF Channel 16, 1 hour 
before arrival. 
ANCHORAGE: Consult charts. 
RESTRICTIONS: Max. length 230 m. Max. draft 10.0 m. 
MAX. SIZE: See “Restrictions”. 
HEALTH: Port Health board on arrival. 
RADIO: Destrellan Radio, also on VHF. 
TUGS: None available. 
BERTHING: 9 berths available, 8 additional for petroleum, sugar, 
cement, flour mill, bananas, Ro/Ro and containers. 
Tourist Port: 
Quay No. 1: Length 150 m., depth 7.80 m. 
aay No. 2: Length 177 m., depth 8.80 m. 
uay No. 3: 
Ocenia ai } Length 283 m. Depth 8.80 m. 
Commercial Port: 
Quay No. 5: } Length 320 m., depth 7.10 m. Ro-Ro, General 
Quay No. 6:!) Cargo 
Quay No. 7: } Length 306 m.; No. 7, depth 7.10 m.; No. 8, depth 
Quay No. 8:/ 8.20 m. General cargo. 
Industrial Port: 
Quay No. 9: 
Quay No. 10: 


Quay No. 11-1: 
Quay No. 11-2: 


Quay No. 11: 
(Ro-Ro): 


Length 180 m., depth 7.60 m. Mineral Berth. 
Length 140 m., depth 7.20 m. Storage capacity 
30,000 cu.m. 

Length 150 m., depth 8.0 m. Sugar Berth. Storage 
capacity 70,000 cu.m. Loading rate 750 t.p.h. 
Length 150 m., depth 9.0 m. Grain vessels, flour 
and feed, general cargo. 

Length 35 m., depth 4.20 m. 


Quay No. 13: Length 160 m., depth 10.0 m. General cargo, 
Containers. 

Quay No. 14: Length 240 m., depth 10.00 m. Container Terminal. 
Industrial Area: The industrial area of Jarry offers 40 hectares of open 
storage at the water's edge. 

Container Terminal: Quay No. 14: The container terminal is equipped 

with 3 x 40 ton Paceco-ACB cranes. 

STEVEDORES: 24 hours advance notice of ETA required (72 hours if 

vessel arrives on Monday). Working hours 0700—1030 and 1315-1645. 

At container terminal hours are 0630—1300 and 1400-2030. 

MEDICAL: Clinics and Hospital facilities available. Hospital Tel: 

82.88.88, 82.98.80. 

ie: Only tankers having less than 7.2 m. draft can enter the 
a ur. 

FRESH WATER: Available day and night if requested in advance. 

FUEL: Available F.O. 350 seconds Redwood, D.O. for gas oil. Delivered 

by road tankers. 


CONSULS: 
Belgium Italy Spain 
Denmark Lebanon Sweden 
Ecuador Netherland United Kingdom 
Haiti Norway Venezuela 


REPAIRS: Workshops available. 

GANGWAY/DECK WATCHMEN: Available on request. 

HATCHES: Usually opened and closed by crew. Stevedores will at 
Master's request but at ship's expense. 

CUSTOMS ALLOWANCES: 200 cigarettes and 1 bottle per man. 
CARGO GEAR: Ship's gear used. 

REPATRIATION: All facilities available. 

AIRPORT: 3 miles from the harbour with daily flights to Paris, Miami 
and New York. 

TIME: GMT minus 4 hours. No alterations during the year. 
HOLIDAYS: New Year's Day; Shrove Tuesday; Ash Wednesday; 
Carnival; Good Friday; Easter Monday; Labour Day (1st May); 
Ascension Day; Whit Monday; National Day (14th July); Souls’ Day; 
Armistice; Christmas Day. 

POLICE/AMBULANCE/FIRE: Police: 82.00.05 or 82.13.17 or 17; 
Ambulance and/or Fire Department: 83.00.28 or 18. 

SHORE LEAVE: Permitted. 

IDENTIFICATION CARDS: |/D or Passport required. 

GARBAGE DISPOSAL: This service is provided by the Port Authority 
on request from the ship's agent. Drums are provided alongside the 
vessel during normal working hours. The average charge per drum load 
is FFr.400. 

WASTE OIL DISPOSAL: A collection service is provided by G.C.O. Tel: 
(590) 834341. Fax: (590) 833828. Ship’s agent must advise 
requirements 48 hours in advance. Collection is available from 0700 hrs. 
to 1800 hrs., Monday to Saturday. Collection is made by tanker trucks 
of 100 cu.m. capacity. Current minimum charge is FFr.860 per day. 
SEAMAN’S CLUBS: Information can be obtained from Mr. Gothland, 
B.D.A.M., Ancienne Capitanerie, Port de Pointe-a-Pitre 97110. Tel: (590) 
901869. 

CURRENCY: French Franc (FFr.). 

REGULATIONS: No particular regulations. 

DEVELOPMENTS: Berths No. 11 and 12 are to be connected. Berth 
No. 13 to be strengthened to take Paceco ACB cranes. Infilling to provide 
10 hectares of Foreign Trade Zone underway. 

AUTHORITY: Guadeloupe Port Authority, Quai Lardenoy, (P.O.Box 
485), Pointe-a-Pitre 97165, Guadeloupe, F.W.|. Tel: (590) 916313. 
Telex: 919710 GL PA GUAD. FAX: (590) 91 5679. Contact: Captain 
C. Lievain, Harbour Master. J.C. Cren, General Manager. C. Georgelin, 
Operations Manager. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle, 


Guam 
GUAM (Apra Harbour): 13.26 N. 144.39 E. (See Plan) 


DOCUMENTS: Guam is a United States Territory in the Western Pacific 
and official documentation is as for mainland U.S. ports, including visaed 
Crew List completed at port of departure prior to Guam. Vessels should 
have a stock of American Crew Lists Form |-148 and Form |-95A. The 
American Alien Crewman Landing Permit is acceptable and preferred. 


This is the plastic identification card previously issued on the U.S. coast. 


Required on arrival: 

Vaccination Cards. 

Visaed Immigration Crew List. 

4 Crew Lists. 

4 Passenger Lists. 

1 Stores List. 

Clearance from last port. 

Cargo Papers. 

Have ready Immigration Form |-94 for each passenger and Form I-95 for 

each alien unless they have |-184 plastic Identification Card. Shore 
Passes not eee Crew Customs Declaration not required. 
APPROACHES: Make for the unmarked approach point designated 
“AH” (Alpha Hotel) 2 miles from entrance at 13° 26’ 8’N., 
144° 34’ 09” E. where Pilot boards, weather permitting. From position 
AH, the entrance range line is 084° with the leading marks in line. 
Because of depths, anchoring outside the harbour is impossible. If vessel 
must wait for the Pilot cruise back and forth in this area. 
Port entry: On occasions, weather and sea conditions are considered 
unsuitable for Pilots to board outside. Under such circumstances vessel 
may be requested to proceed inwards and pick up the Pilot in the harbour 
area. The Harbour Master's permission for vessel to enter is mainly 
based on the traffic situation and does not necessarily take into account 
whether it is actually safe for vessel to enter under such conditions. It is 
not advisable to enter without a Pilot due to strong cross currents. 

Pilots are very willing to assist arriving tankers and whenever the 
weather situation at point AH is prohibitive for boarding, they may 
request the Master to proceed Southwards in Agat Bay to look for a 
more sheltered boarding ground. 

Before entering, the Harbour Master and the Pilot should be consulted 
to ensure that no outgoing traffic will be encountered in the harbour 
entrance. It is also advisable to obtain from the Harbour Master the 
positions of vessels which may be anchored in the harbour area. 

Under the influence of N.E. Trades the prevalent set of the current 
(reaching 3 knots) off the entrance is to the South or S.W. regardless 
of the tidal currents. During the Summer months, when Westerly winds 
prevail occasionally, a Northerly set may be experienced (reaching 
1.5 knots). The current velocity fluctuates during a daily period under 
the influence of tidal currents. Entry should be made during periods when 
cross currents are expected to be at a minimum. The Pilot should be 
consulted on this matter. 

Strong cross currents may require an approach speed of up to 8 knots. 
In view of the relatively short distance from the entrance to the berth, 
the speed must be substantially reduced as soon as the influence of 
the cross current has subsided. In relation to this, the manoeuvring 
aerate ae of vessel should be carefully taken into consideration. 

lotice: 

Issued by: Commander, U.S.C.G., Marianas Section. 

Dated: 17th October, 1986. 

Subject: SECURITY ZONE. 

The Coast Guard has directed Naval Prepositioning Ships mooring in 
Apra Harbour to use Buoy 702" in Outer Apra Harbour and is establishing 
a security zone around this buoy and Naval Prepositioning Vessels 
moored thereto effective 17th October, 1986. 

A 100 yard security zone has been established in all directions around 
Buoy 702 and Naval vessels moored there. When no vessels are moored 
to Buoy 702, a 50 yard security zone will remain in effect around the 
buoy itself. 

The zone is established to safeguard Naval Maritime Preposition 
Ships against any possible destruction from sabotage or other similar 
causes. 

Entry into the security zone is prohibited unless authorised by the 
Captain of the Port. Any person or vessel that enters the security zone 
without the permission of the Captain of the Port is subject to boarding 
search and removal from the area. Criminal penalties can be pursued 
against those on board. 

*Buoy 702 is approximately 3.3 cables N.E. of the General Anchorage. 
PILOTAGE: It is advisable to have on board U.S. charts for Guam: 
C & GS 4197 Apra Harbour. 4196 Guam Approaches. 

Pilots are available 24 hours and are required on all vessels over 
500 g.r.t. Pilots will board and disembark 2 miles West of harbour 
entrance at Point “Alpha Hotel’. 

ANCHORAGE: Harbour — range 084° True, 2 green lights. Strong set 
across harbour entrance, Navy recommends 10 knots entering. 
Quarantine Anchorage at Middle Ground, Outer Harbour, depth 45 ft. 
Inner Anchorage: Tidal range in the harbour is about 2 ft. Currents are 
weak. Deep drafted vessels should exercise caution as to the patch 
indicated as “Middle Ground” and the 42 ft. patch situated Westward of 
“Middle Ground”. On rare occasions vessels may be requested to 
anchor. In these instances, deep drafted vessels may use the Naval 
Anchorage between and to the North of Buoys 951 and 704. Officially, 
this anchorage is reserved for Navy vessels, however, the Navy has not 
objected to commercial vessels using this anchorage occasionally. 
Smalier vessels should have no difficulties in finding anchorage. In each 
case, anchorage location is determined by the Harbour Master in 
consultation with the Pilots. The bottom is mainly coral and is not a good 
holding poe 

MAX. SIZE: Max. LOA 230 m. (Berths “F4", “F5" and “F6"). Depth 
alongside Berth “F5" — 10.97 m. at HW. 

Berth “F3". Max. LOA 182.80 m. Depth 9.75 m. at HW. 

Max. beam for container vessels is 33.55 m. 
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RESTRICTIONS: The Harbour Master of the Port Authority of 

in complete control of the approaches to Guam and it is essen 
obtain clearance and permission to enter Guam from “Harbour Me. 
Port Authority, call sign KUF-810 at least 24 hours prior to 
Permission is readily granted with the condition to request i 
again 2 hours prior to arrival at Guam. This time from Guam Cony 
call sign KUF-810 and NRV (USCG). 

HEALTH: If from suspect port, Inspector boards at anchorage OF at be 
for thorough check. Inspector grants Pratique. 

RADIO: Harbour Master Radio Station, call sign KUF-810 Shipishe» 
watching 24 hours. Use of USCG Station “NRV" for best SOrVice if Una, 
to reach KUF-810 due to limitation of range. 

Notice to Ship's Agents: (20th August, 1980) 

The Harbour Master's Control Tower is operating on a 24 hour bas, 

The following VHF frequencies are guarded and monitored: 
156.8 MHz — Channel 16 
156.6 MHz — Channel 12 
156.65 MHz — Channel 13 

In addition, Control Tower personnel will be monitoring S.S.B. w 
the following procedure: 

2182.0 kHz continually. 

4143.6 kHz — (4B). Every hour on the half hour for a period , 
5 minutes. 

8291.1 kHz — (8A). Every hour at 35 minutes after the hour for a pen 
of 5 minutes. 

12432.3 kHz — (12B). Every hour at 40 minutes past the hour {g., 
period of 5 minutes. 

The Port Authority solicits your co-operation in the matter of ki 
the Harbour Master advised of all arrivals, departures, and ot, 
pertinent information whereby we may best serve the maritime indus 
VHF: Masters of vessels approaching should keep watch on Channe: 
12, 13 and 16. 

TUGS: 3 tugs (1,200 h.p.) available throughout 24 hours. Tugs can 
contacted direct on VHF Channels 16, 13 and 19. 

BERTHING: Vessels may berth port or starboard side upon request: 
the Master or Agent at “F3”, “F4", “F5" except “F6” port side to, 1 lay 
tug and 1 small tug normally used. Ship's gangway is required. Low 
information from Pilots states that after completion of Berth F-1 (Gor 
Oil Berth), a submerged wreck was discovered, said to be a 500 ft. lay 
cargo vessel, and lies across and below the vessel in this berth, ont 
Eastern side of the jetty. It is advisable not to drop anchors — shox 
they have to be used — until vessel has passed over the wreck. The: 
have been instances of forward springs or breastlines becoming fou 
in this wreck during operations. 

Restricted Area: 800 ft. of berth space is temporarily unavailable at ty 
F-5 and F-6 Piers. 

“No lines allowed in fenced-in area between Red Tie Downs. F-4 Pe 
is the only available berth for all container vessels”. 

Note: Damage sustained to these two berths resulted from ty 
9th August 1993 earthquake that reached 8.1 on the Richter Scale. 
CRANES: 1 (Manitowoc) x 140 ton, 1 (Hitachi) gantry crane x 40 tm 
1 (P&H) x 40 ton and 1x35 ton. 

2 Paceco rail mounted container gantry cranes for handling 20% 
27 ft. or 40 ft. containers. 30 forklifts, capacity 3 — 20 tons, including: 
Hystainer with special spreader for handling containers. 
TANKERS: Mobil Pier: Berth “G". Depth alongside 39 ft. 

The terminal consists of a T-head pier, with 2 breasting dolphins. Hex 
and stern lines are secured to shore-based bitts. No breast lines 
be used. Therefore, caution should be exercised when off-berth wins 
occur. 

The pier is within the blast zone of the Navy ammunition pier. Whe 
a vessel is working ammunition, or when ammunition is on that doo 
U.S. Coast Guard will not ordinarily permit a vessel to lie at the Mod 
Pier. If U.S. Coast Guard does give permission, U.S. Navy authortit 
require a “Hold Harmless” agreement before permitting vessel to be? 
at the Mobil Pier. To this effect the Agent assists and offers guidance 
Berthing: Vessels usually berth on port side. There are no partiué 
difficulties with berthing a vessel but approach speed and impact ont 
dolphins should be kept to a minimum. 2 mooring launches are utilise? 
There are no capstans for hauling mooring lines. 

Beam winds may affect vessels when alongside. Because of the a0 
of breasting lines, Northerly winds tend to push the vessel off the be? 
Southerly winds cause excessive pressure on breasting dolphins we 
the vessel is in a light condition. Ballasting while discharging should 
considered and Terminal operators will advise the Master on this. ° 
case ballasting is necessary prior to completion of discharge, U.S. Cos 
Guard permission must be obtained. 

Cargo Handling: Only refined petroleum products are handled at 
pier. 

Flexible rubber cargo hoses are used. No shore crane is availabe 
Ship's manifold is to be ready with blanks removed and reducers ngg* 
if necessary. Cargo booms should be operational prior to arrival, in onde 
to lower the ship's gangway as soon as the vessel is secured to 
pier. Different grades can be discharged simultaneously. 

Gorco Berth: Berth “F1". Depth alongside 55 ft. 

The terminal consists of a T-head pier with 2 breasting dolphins ® 
each end and 2 mooring dolphins on the West side. 

On the East side there are quick-release hooks along the shore "* 
All mooring points are provided with quick-release hooks and capsi#* 
for hauling the mooring lines. 

Berthing: Ships always berth port side to. Vessel is to proceed at 9 
speed towards the berth passing North of Buoy No. 2 (on some a 
designated as Buoy RB “A”) and East of the patch of 57 ft. reported 
1970. Tugs are in attendance. 2 mooring boats strong enough to ha 
(100,000 d.w.t.) wire ropes are available. Some difficulties have D® 
reported when running lines ashore at the Eastern side since 
mooring launch, because of shallow water, cannot get close to snot 
and rope pick-up winches at times are malfunctioning. Addito 
messenger lines are normally required from the vessel. The use of wit 
as headlines should be avoided. 


«an Handling: Both crude oil and petroleum products are handled at 
core For crude discharge 4x10 in. ASA hoses are used. Distance 
ins plot 7 miles. Ship's port side manifold to be ready with blanks 
© ved and adaptors fitted if necessary. 
emoretsiop facilities are available and consists of 1x12 in. line of 
pout 1 000 ft. long with a tank capacity of 80,000 bbis. The maximum 
sccaptable uantity, however, is restricted to 50,000 bbis. 
RATION: 
. por to Departure for Guam: ; 

4. Visaed Crew List: Prepare 1 Crew List on U.S. Form 1-418 and 
have it visaed by a U.S. Consulate at a port prior to Guam. Without 
this, crew shore leave may be denied. 

g. Passengers must have a valid Passport and also must have an 
appropriate U.S. Visa whether landing or not on Guam. 

c. Intransit passengers do not need U.S. visa if the Owners of the 
vessel have signed a contract called “Immediate and Continuous 
Transit Agreement” with the Commissioner of Immigration at 
Washington, D.C. 

» pror to Arrival at Guam: 
“"4 Passenger List, Form |-418 prepare 3 copies of Passenger List 
on U.S. Form |-418 (for Immigration, Customs and Agent). 

g. Passenger Landing Card: Form 1-94. Prepare or have on hand, 
1 U.S. Form I-95A for each alien crew member. Not required if 
crew member is a permanent resident with U.S. |-184 laminated 
“Crewman's Landing Card”. Not required of U.S.A. Citizens. 
Please present form |-95A in appropriate Seaman's Passport or 
identification Book. Form |-95A can be used repeatedly for future 
arrivals of same crewman on same ship at any United States 
Port. 

3. Upon Arrival at Guam: 

A. U.S. Federal Immigration Inspector boards upon arrival at pier, 
must see all passengers with their Passport and Form 1-94 and 
all crew members with their passport or Identification Books and 
Form |-94A or Form 1-184. 

B. Passengers and crew are required to be ready for inspection 
immediately upon docking at Guam. 

C. No shore leave and no visitors or stevedores may board until this 
Immigration inspection is complete. The Inspector will advise 
Master when he has completed his inspection of passengers and 
of crew. 

4. Prior to Departure from Guam: 

A. Intransit Passengers: Pick up from intransit passengers the Form 
|-94 and hand to Agent before departing from Guam. These must 
be returned by Agent to U.S. Immigration as passenger departure 
records. 

B. Alien crew member joining at Guam: Pick up from them the Form 
|-94 which they used to enter the U.S.A. These must be returned 
to U.S. bly osm by Agent as permanent records. 

SECURITY: Guam Government Official usually boards at pier, examines 
vaccination cards and inspects Steward’s stores and slop chest. Also 
represents U.S. Customs. Requires 1 Crew List, 1 Passenger List, 
1 Stores List, Clearance from last port, later issues new clearance from 
Guam which Agents bring to ship. Normally does not seal stores or slop 
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chest. 
ony peragaaae Required when docked at Ammunition Pier, requires 
| Crew List. 
MEDICAL: Foreign ships use Guam Memorial Hospital or other clinics 
intown. American ships use U.S. Naval Dispensary in Harbour area, or 
n emergency U.S. Naval Hospital near Agana, 10 miles distant. 
Certificates required signed by Master. Patient returns to vessel by taxi 
a vessel's expense. Dispensary hours for merchant seamen Monday 
\oFriday 0800 — 1200 and 1300 — 1600 hrs. At other times, if emergency, 
use the U.S. Navy Hospital. Doctors will not normally visit ships. 
Dentists: Private dentists only. Usual hours 0900 — 1700hrs., 
Saturday to 1200 hrs. 
FRESH WATER: Very good, available any quantity, meter service. 
FUEL: Marine Diesel Oil available by truck at any pier and by pipeline 
at Berth “F3". Black oil available by pipeline at Berth “F6”. Both products 
dso available by pipeline at Berth “F1” (Gorco Pier) and the Mobil Pier. 
The distribution companies are Exxon, Gorco and Mobil. Infrequent fuel 
celivery restriction occurs when ammunition vessel working. 
REPAIRS: Commercial Yard and Casamar Yard available. Navy Yard, 
epairs by U.S. Naval Ship Repair Facility (SRF), subject to prior Navy 
commitments, and requires cash deposit in advance. Payment to be 
made for work done successfully or not. “No Cure No Pay” does not 


apply. 

STORES: Available but considered expensive. Produce from U.S.A.; 

meats from U.S.A. and N.Z.; milk is recombined in quart cartons, white, 

chocolate or buttermilk. Order milk day prior to delivery; tropical fruits 

wekiom available; ice in blocks or cubes. Prices wholesale, except under 

tee lots when at retail. Delivered to ship's gangway or hook. 

UNDRY: Also dry-cleaning available 3 days service at U.S.A. prices. 

mm. Service extra. Delivered to ship's gangway or hook. 

Pou GMT plus 10 hours. 

i CE/FIREAMBULANCE: Ambulance U.S. Naval Dispensary, 

Ponsa! Area, Tel: 344-9351. Guam Civilian Fire, Tel: 911. Police — 
vam Civilian Police, Tel: 472-8911. Naval Station Security (U.S. Naval 

chment) Tel: 339-4283. 

S: Bank of Guam, Bank of Hawaii, Citibank, First Hawaiian Bank, 
ane Kong and Shanghai Banking Corp., Oceanic Bank and Union 
enBAGE DISPOSAL: Commercial Sanitation Services, 
0129 x 7243, Tamuning, Guam 96931. Tel: 646-1925/8642. Fax: 646- 


ce ulated waste containers/dipsy dumpster. 
Neen OIL DISPOSAL: Energy Recovery Corp., P.O.Box 1265, 
a, Guam 96910. Tel: 472-2845. Fax: 477-8706. Collection/testing/ 


guittek Environmental Services, P.O.Box 24607 MPO, Barrigada, 
™ 96921. Tel: 565-3151. Fax: 565-3391. 
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SEAMAN’S CLUBS: United Seaman's Service, 695 Cabras Highway, 
Piti, Guam 96910. Tel: 477-6858. Fax: 472-4247. 
United States Organisation (USO), PFC 489 Box 21, FPO AP 96540- 
0051. Tel: 472-2597. 
CURRENCY: United States Dollars. 
WEATHER: Tropica/ Typhoons: The Navy Fleet Weather Centre of 
Guam broadcasts typhoon warnings. Weather forecasts are good and 
reliable; however, due to the particular geographical position of Guam 
it is impossible to definitely determine the track of approaching 
turbulence. These turbulences usually generate a few hundred miles 
South or S.E. and may easily divert when passing near Guam. There 
are four typhoon warning conditions. 
Condition 4: 
Typhoon winds possible within 72 hours; 
Condition 3: 
Typhoon winds possible within 48 hours; 
Condition 2: 
Typhoon winds possible within 24 hours; 
Condition 1: 
Typhoon winds possible within 12 hours. 
During the typhoon season months of August through December 
condition 4 exists at all times. 
In case of a typhoon warning, (condition 2) the U.S. Navy invites all 
Masters for a meeting to discuss the action plan for evacuating the port. 
It is considered very dangerous to remain alongside or anchored within 
the port when a typhoon is approaching Guam. 


SHIPMASTER’S REPORT: April 1987. 

| was advised that Agents can obtain permission to enter Guam on 
behalf of the Master. If a ship is fitted with telex this saves time and 
money over the U.S.C.G. Station NRV. 

On this occasion, the vessel was unable to raise KUF-810 until within 
VHF range. It was also noted that the Agency offices are in the same 
building as the Harbour Master. This Port Services Building also houses 
the U.S.C.G. and the Customs. 

| was also advised that Daylight Saving Time is not being used by the 
present Administration, however the situation may change when a new 
Governor is appointed. 

The 3 tugs in use are diesel electric, built in 1944 and estimated to 
be about 800 h.p. maximum. A tug of 1,700 h.p. is being sought at 
present. 

This vessel used all 3 tugs when laden on a draft of 11.02 m. at the 
Mobil Pier - Berth “G”. This pier is being renewed. At present the berth 
consists of 2 breasting dolphins only. The vessel used 3 x 6 in. floating 
hoses to discharge. No crew boats were available and a ship's lifeboat 
was used as a liberty boat. The new jetty should be in use in June 1987 
according to the U.S.C.G. 

Agent's name & address: Ambyth Shipping & Trading Inc., 1026 Cabras 
Highway, Suite 205, Piti, Guam 96925. Telex: (721)6405 AMBYTH GM. 
Fax: (671) 472 1264. 


SHIPMASTER’S REPORT: June 1992. 

A standard U.S. port complete with normal U.S. Immigration 
formalities. Wives of crew members are excluded from the visaed Crew 
List dispatched from loadport, and are treated as passengers. 

Vessel's T.V.E.L. was valid and Coast Guard did not pay a visit. If 
requested, the pilot boards 2 miles outside the harbour entrance via tug. 
This is recommended, as there are strong cross currents running past 
the entrance from North to South. No real problems inside, except that 
for Shell “E” class size ships, the main part of the jetty is too long, 
inhibiting the putting out of standard moorings. The position of the spring 
hooks is too close to the position of the winches on board. Therefore 
springs had to be run from the forecastle and poop. The aft maindeck 
ropes were virtually useless, as they could not be led aft to the next 
dolphin along, due to the walkway linking the dolphins being in the way. 
Thus extra soft lines had to be put out from the poop. 

Vessel discharged 3 grades concurrently, using 10 in. connections for 
D.P. Avtur and Premium U.L.G., and 8 in. connection for gas oil. The 
shore lines were 16 in. for D.P. Avtur and Premium U.L.G., and 24 in. 
for gas oil, all 6.5 miles long. Overall discharge rates achieved were 
approx. 650 cu.m./hr. for D.P. Avtur, 600 cu.m./hr. for Premium U.L.G. 
and 900 cu.m./hr. for gas oil. 


AUTHORITY: Port Authority of Guam, Government of Guam, 1026 
Cabras Highway, Suite 201, Piti, Guam 96925. Tel: (671) 477-5931/35. 
Telex: (721) 6689 Paggum. FAX: (671) 477-2689. Contact: Pedro Leon 
Guerrero Jr., General Manager. Frank G. Santos, Harbour Master. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle, 


Guatemala 


GENERAL 


DOCUMENTS: 
Consular Documents: 

Masters are required to: 

1. Obtain a health and clearance permit, issued by the competent 
authority at the last port of call, and certified by the Guatemalan 
Consul, and; 

2. Submit 5 copies of a general manifest of articles carried to each 
port of the country, approved by the Guatemalan Consul at the 
port of loading, and also, separate copies of the manifest for in- 
transit articles unloaded. 

If no articles bound for the country are carried, a ballast manifest 
should be submitted. 

Prior to Arrival: 

Arrival Notice: 

There is no minimum period for advance notice of the vessel's arrival, 
because Authorities exercise a degree of flexibility. However, it is 
recommended that notice be submitted in writing to the following 
sometime in advance: The Captain of the Port, Customs Administration 
and Customs Supervision of Unloading, Migration Delegate, Maritime 
Health, Plant Health Delegate and Port Watch. Notification must also 
be sent to the following agencies of the Port Authority: Port Administrator, 
Office of the Chief of Operations, Office of the Chief of Docks, Import 
Division, Export Division, Invoicing Division, Container Section (if any) 
and Pilots Division. 

Information on Cargo for the Port: 

If the vessel carries cargo to be discharged at the port, the following 
information will be submitted to the Port Authority: 

Stowage Plan. 

Cargo Distribution List. 

Heavy Cargo List. 

Amount of Exports. 

If containers are carried to the port, 8 copies of the list of container 
contents and 8 copies of the list of complete shipments and of mixed 
shipments (for more than one consignee) are to be submitted to the 
Container Section. 

This information may be submitted upon the vessel's arrival, so that 
no delays in the work will be experienced for that reason. 


On Arrival: 

Type of Documents Number and Distribution of Documents 

of Maritime Plant Port 
Customs Security Health Immigration Health Authority 

General Declaration 1 1 

Cargo Manitests 


Crew List 


carne oe List 

Ship's Stores List 

Crew Effects Declaration 
Maritime Declaration of 
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Sets of Bills of Lading 
“No Passengers” Declaration 
List of In-Transit or “No In- 
Transit Passengers’ 
Declaration 
Tally Books - 3(b) 
(a) Delivered to Post Office. 
(b) According to the number of stevedores requested, more than 2 copies. 


Other Requirements: 

Requests for permission to load and unload are submitted to Customs, 
each on stamped paper and also, when appropriate, a request for 
overtime work. 

Prior to Departure: The clearance permit is requested from the Captain 
of the Port 4 hours in advance, after obtaining clearance from Customs, 
on a clearance permit application, which is submitted on stamped paper. 
UNIFORMS: Vessels have been fined when officers have not been 
wearing uniforms when boarded by officials for clearance inward. 
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CHAMPERICO: 14.17 N. 91.55 W. 


DOCUMENTS: 

Clearance from Last Port. 

Travel Memorandum (original and 4 copies). 

Declaration of Maritime Health. 

Derat Exemption Certificate. 

5 Crew Lists. 

5 Passenger Lists or “No passengers” Declaration. 

5 Provision Lists. 

5 Dangerous Cargo, inflammable or explosives declaration. 

5 Mail Lists or “No Mail” Declaration. 

Manifests of Cargo from each port (original and 11 copies). 

Bills of Lading from each port. 

Vaccination Certificates for whole crew. 

12 Ballast Manifests, if no cargo on board. 
PILOTAGE: None. 
ANCHORAGES: Without limit but recommended not to anchor less than 
1 km. from beach. 
MAX. SIZE: Vessels work cargo at anchorage in depth consistent with 
vessel's draft. 
HEALTH: Give notice of any suspicious illness or fever on board when 
the doctor comes for official visit. 
RADIO: ETA cables through Cristobal (Panama). 
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VHF: Channel 16. 

TUGS: No tugs required. 

STEVEDORES: No advance notice necessary. Possible to aren, 
bi within an hour. 

EDICAL: Adequate advance notice required depending on Qravty 
case. Hospital 30 minutes away and possible to arrange transpon 
patient, also to arrange for doctor on board. Crew must have cn. 
International Vaccination Certificates. 

TANKERS: No facilities for tankers. 

DENSITY: Changes from 1022 in October to 1027 in April. 
FRESH WATER: Free within port limits. 

FUEL: No facilities. 

CONSULS: None. 

REPAIRS: Minor repairs only. 

GANGWAY/DECK WATCHMEN: Available upon request. 
OPENING/CLOSING HATCHES: Either by crew or by stevedores 
CUSTOMS ALLOWANCES: Without limit on board. Prohibited to ts, 
tobacco, wine or spirits ashore. 

CARGO GEAR: Ship's gear used for loading/discharging. 
REPATRIATION: All facilities available. 

AIRPORT: International airport 3 hours distant with regular flights » 
over world. 

TIME: GMT minus 6 hours. No alterations to clock during year. 
HOLIDAYS: No work on 1st January, Maundy Thursday and Goy 
Friday, 1st May and 25th December. The rest of the year work day ay 


night. 

POLICE/AMBULANCE/FIRE: All available. 

TELEPHONES: Cannot be placed on the vessels. 

SHORE LEAVE: No restrictions. 

IDENTIFICATION CARDS: Not needed. 

DELAYS: Some days in April and October the surge is very strong ay 
work has to be suspended. 

GENERAL: Possible to supply provisions, especially vegetables ay 
shell-fish at good prices. 

DEVELOPMENTS: Project to build a modern port with an entrany 
channel, artificial bay and capacity for 8 merchant vessels and facili 
for wnrb ships and tourist ships. 

AUTHORITY: Empresa Portuaria Nacional de Champerico, 10A Cak 
3-31, Zona 1, Guatemala City, Guatemala. Tel: 25-4-47, 85-2-16, 5 
54-57. Cables: Epnac. Contact: Cnel. Antonio Batres Baired 
President. Gregorio Cifuentes, Administrator. 


PUERTO BARRIOS: 15.44 N. 88.36 W. 


DOCUMENTS: 

Clearance from Last Port. 

Crew List, 1 legalised and 9 copies. 

Passenger List, 1 legalised and 7 copies or negatives. 

Cargo Manifest, 1 legalised and 21 copies. 

Stores/Provisions List, 3 copies. 

Voyage Memorandum, 4 copies. 

Bills of Lading, 2 sets. 

Declaration of Health. 
PILOTAGE: Pilot boards 2 miles off Puerto Barrios, from smé 
unmarked launch. If awaiting Pilot, vessel may anchor about 3 miss 
North of Puerto Barrios, keeping port entrance clear. No VHF. 
ANCHORAGE: In Santo Tomas Bay, depths up to 6 fathoms. 
MAX. SIZE: Length 600 ft., draft 30 ft. 
HEALTH: Advise Agent in advance if any fever or contagious diseas 
suspected on board. Otherwise Pratique granted on arrival. Offices 
board only between 0600 hrs. and 1800 hrs. 
RADIO: Coastal radio in Costa Rica, call sign TIM operating © 
8485 kHz. 
TUGS: No tugs available. 
BERTHING: One pier owned by International Railway used to dischay 
fuel oil. 1,000 ft. berthing length on each side. A flag is shown on tt 
pier to indicate where vessel will berth. aged recommended dunt 
daylight hours only. Tankers discharge on South side of the pier. 

e “Shipmaster’s Report” at Santo Tomas de Castilla. 
MEDICAL: Doctor available. All crew require International Vaccinai’ 
Certificates. 

FRESH WATER: Available at the pier. 

FUEL: Not available. 

CUSTOMS ALLOWANCES: Normai daily consumption on boat 
No tobacco, wine or spirits to be taken ashore. 

TIME: GMT minus 6 hours; no alterations during the year. 
SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Required. 


SHIPMASTER’‘S REPORT: March 1991. 

Vessel: 27,500 d.w.t. 

Pilotage: Pilot boards 4.5 miles off Puerto Barrios from a white pilot bos 
Pilot ladder should be about 1.00 m. above water level. If awaiting Pi 
vessel may anchor about 5 miles North of Puerto Barrios, keeping po" 
entrance clear. 

Max. Size: Vessel touched bottom in the channel when proceeding © 
berth. Max. draft of the vessel was 27 ft. 11 in. in density 1014. Bot 
was soft mud, and no apparent damage occured to vessel. C t 
had declared 28 ft. draft. Even while alongside, vessel was about 1 
off the jetty. 

VHF: Santo Tomas Port Control on Channel 16. 

Tugs: Two tugs available for berthing. 


- at North and South Quay. White flags are still used to indicate 

gening: tion. Vessels berth and unberth day and night, but with 

rertind ft vessels, it is better in daytime only. 

oon? water: Only available by trucks. 

Fes”. Varies from 1000 — 1016. 

~ no Gear: No shore cranes available. Vessel had 22,000 tonnes of 

Cae lise, and used her own cranes for discharge. Shore mechanical 

ar were connected with cranes. Stevedores labour very careless in 
operation, So care should be taken. 

ee Mey. US$ 1.00 = 5 Quetzels. 

agents: Our Agent “Centrans” was very co-operative. 


AUTHORITY: Commandante del Puerto. 


PUERTO QUETZAL: 13.55 N. 90.47 W. _— (See Plan) 
pOCUMENTS: See “Regulations.” 

PILOTAGE: Pilotage is compulsory for all vessels berthing and sailing, 
put not for shifting. ; ; ; 

ANCHORAGE: A vessel approaching from sea is permitted to anchor 
» front of the harbour not closer than 1 nautical mile without using a 


Pilot. 
RESTRICTIONS: Safe draft over the bar and channel: 
Maximum safe draft is 11 m. (36 ft.), the width of the channel is 210 m. 


(689 ft.). 
Seth in channel and turning basin is 39 ft. 
Docking of vessel at any time of the day: Docking is permitted by the 
Port Authority when the required documents have been presented and 
provided the vessel is to commence work. Vessels may dock at any 
time, but such movements are normally scheduled to fit in with time of 
ranting of Free Pratique and of commencement of work. 
ance of a vessel outward: This is normally signed by the Port 
Captain during hours prior to completion of work. 
Restriction on sailing time: No restriction. 
MAX. SIZE: LOA 210 m. Beam 32 m. Max. draft 10.5 m. 
HEALTH: Free Pratique is normally granted all day, including Sundays 
and holidays. 
Free Pratique at anchorage or at the wharf: Free Pratique is given either 
at the anchorage or after berthing. Where wharf space is available and 
vessels’ documents have been presented, she would normally dock on 
arrival ad at scheduled time for clearance, and receive Free Pratique at 
the wharf. 
Free Pratique in Puerto Quetzal is granted when the party of officials 
visit the vessel to clear her inwards. These officials represent: 
Port Captain 
Customs Administrator 
Port Health Authority 
Quarantine Officer 
Port Authority 
Customs Guard (Guarda Hacienda). 
A representative of the vessel's Agent is present and the offer of 
‘efreshments or soft drinks assists things along. 
Where a vessel is cleared at anchorage, every effort should be made 
‘0 lower a gangway, rather than expect the officials to use a pilot ladder. 
in case the vessel does not have a Guatemala national flag aboard, 
avessel would be well advised to cable his Agent to bring one to the 
vessel on arrival. 
TUGS: Tugs are compulsory for berthing and sailing, but not when 
siting without engine. 
SERTHING: Berthing facilities in Puerto Quetzal consist of one whart 
9800 m. (2,624 ft.) of length, 56 m. (184 ft.) width including a ramp of 
Nm. (98 ft.) length and 25.5 m. (84 ft.) width for Ro-Ro vessels. 
alongside 11 m. 
Fenders: The 800 m. wharf has rubber fenders with approximately 
2x1.2 m. (4 ft.) diameter, spaced at 20 m. (66 ft.) 
CARGO OPERATIONS: Average outturn per hour based on modern 
ype vessels with large hatches, good winches/cranes: 


Containers 20 ft. or 40 ft. 8 units/hr. 
Iron & Steel products 50 tonnes 
Iron & St. _! products pre-slug 60 tonnes 
Bagged cargo 30 tonnes 
Drums 20 tonnes 
General cargo 16 tonnes 


These figures are subject to many variables, e.g. size of parcel, 
stowage, separation of marks, etc. Also when working iron and steel 
eats pre-slinging would do much to assist. 

ar supply for handling cargo: The stevedore firms supply all 

ary gear such as rope and wire slings, nets, forklifts of different 
by Presently following forklifts in good condition exist: 1x36 ton unit, 

*15 ton, 3x7 ton, 3x4 ton, 3x3 ton and 2x2 ton units all owned by 
ne stevedoring firms. 

STEVEDORE : Normal working hours 0600 — 1700. 
bour: Presently there are about 1,200 stevedores in the City of San 
which is always sufficient. 
average gang has the following personnel: 
Neral Cargo: 14 stevedores Containers: 8 stevedores 
1 hatchman 1 hatchman 
1 winchman 1 winchman 
Ch 1 foreman 1 foreman 
1 Heke of gangs: The first shift of labour works from 0700 hrs. to 
ters ote the second shift from 1430 hrs. to 2130 hrs. and the third shift 
or key hrs. to 0700 hrs. At midnight there is a break of 30 minutes 
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Advance notice to call a gang for commencement of work: 

1. For the morning shift — Recommended to advise the night before, 

latest 2000 hrs. 

2. During the day — 3 hours advance notice. 

3. At night — Advise before 1700 hrs. 

MEDICAL: Hospital facilities in Esquintla (54 km.) and Guatemala City 
(100 km.). 

FRESH WATER: Available. 

FUEL: Fuel oil, kerosene, diesel oil and gas oil available by road tanker. 
REPAIRS: Minor repairs possible. 

DRY DOCKS: None. 

SURVEYORS: Lloyd's Register: Franklin Ltda. 12 Calle “A” 2-34, 
Zona 1, Guatemala City. Tel: 8-32-33, 53-68-26. 

General Superintendence Co.: Centrans S.A. 6a. Ave 20-25, Zona 9. 
Attention: Mr. H. Preuss. Tel: 370134/35. 

P &1 Club's Representation: Ing. Jack Sigal, Torre Professional No. 1, 
Guatemala City. Tel: 531452. 

GANGWAY/DECK WATCHMEN: Private watchmen are available but 
are not compulsory for either on board or ashore. 

Uniformed guards of the Customs Police (Policia de Hacienda) are 
stationed at the gangway free of charge. 

However, it is recommended to keep vigilance to prevent cabins and 
storerooms, etc., being entered. 

Vessels at anchor (however, presently there is no port congestion nor 
is any expected in the near future) should also keep a strict watch for 
boarders. 

No meals are required to be supplied by vessels in Puerto Quetzal to 
Customs, guards or any other persons. 
AIRPORT: Distance to airport 8 km. 
HOLIDAYS: Legal and Local Holidays: 

December 31st 1800 hours until 
January 2nd 0600 hours 
March 19th 0000 hours until 


New Year's Day 


March 20th 0600 hours Local Holiday 
Wednesday 1200 hours until Easter 
Saturday 0600 hours 

May 1st 0000 hours until Labour Day 


May poaarcn re } 
June 0000 hours until : 
July 1st 0600 hours } Revolution 1871 
September 15th 0000 hours until | 
September 16th 0600 hours 
October 20th 0000 hours until } 

October 21st 0600 hours 

November 1st 0000 hours until } 

Asis elisa pee pes’ 

jecember 24th 1800 hours until A 

December 26th 0600 hours } Christmas Day 

Due to the present situation (being a new harbour) the port works 
365 days per year, however this could change later. 

GARBAGE DISPOSAL: Private contractor may be arranged through 
ship's agent. 

WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS: No club but usual local facilities. 

CURRENCY: Guatemalean Quetzales (Q). 

REGULATIONS: The following is a translation from Spanish. 

Operation Regulations for the Provision of Services in the Port of 
Quetzal: 

Article 4: Programming Arrivals: 

Eight (8) days prior to the end of the month, Ships’ Agents must 
present in writing or by telex to the Commercial Department a 
programme with the approximate date of arrival of vessels for the coming 
month, and keep this programme up to date. 

Article 5: Request for Guarantee Deposit: 

Ships’ Agents must request the Commercial Department for the 
amount of the guarantee deposit as established by Article 5 of the 
Government Agreement 825 — 83. 

Article 6: Guarantee Deposit: 

In exceptional cases, the guarantee deposit can be lodged at the 
Fiscal Treasury Office of the Port Services Division in Puerto Quetzal. 
Article 7: Request for Services: 

Ships’ Agents must present to the Port Services Division the request 
for services 24 hours in advance of the arrival of the vessel, when she 
is coming from Acajutla or Champerico. When the vessel is coming from 
other ports, the Agent must comply with Article 6 of the Government 
Agreement 825-83, by means of the General Request for Services form. 
In both cases, Authority must be requested to contract a specific 
stevedoring concern. 

Article 8: Authorisation of Request for Services: 

The Request for Services will be authorised after it has been verified 
that the corresponding regulations have been complied with. 
Article 9: Confirmation of Arrival: 

Ships’ Agents must submit in writing to the Port Services Division 
confirmation of arrival of their vessels 12 hours in advance, with the 
exception of vessels coming from Acajutla or Champerico, in respect of 
which confirmation may be given 6 hours in advance. 

Article 10: Documents required prior to the provision of services: 

Ships’ Agents must provide in advance to the Port Services Division 
the following documents in an accurate and legible form: 

(a) For imports of general cargo: 

2 Stevedoring Stowage Plans 
2 sets of Bills of Lading 
2 Tally Books for each hold of the vessel to be worked and 2 for 
the office 
5 sets of Cargo Manifests, 4 Lists of Direct Cargo. 
(b) For imports of solid bulk cargo: 
2 sets of Bills of Lading 
5 sets of Cargo Manifests, 1 Stevedoring Plan, 2 sets of Tally 
Books per hold. 


Independence Day 
Revolution 1944 
All Saints Day 
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(c) For imports of containers and lorries: 
2 Stowage Plans 
2 sets of Bills of Lading 
4 Container Listings (sequency lists) 
1 Packing List per container 
5 sets of Cargo Manifests 
(d) Imports of Vehicles: 
2 Stowage Plans 
2 sets of Bills of Lading 
4 Tally Books 
5 sets of Cargo Manifests 
(e) For exports: 
Complete Shipping Lists authorised by the Customs, 1 set per 
hold and 3 additional sets 
4 sets of Export Manifests 
Container Lists — 1 set per hold and 3 additional sets. 
1 Packing List per container. 
Article 11: Period for delivery of documents: 

Import documentation must be presented at least 3 days prior to the 
arrival of the vessel, the order for shipment and the list of containers to 
be loaded 12 hours prior to commencement of the operation, and the 
export manifest within 12 hours after sailing. 

Article 12: Goods not covered by the manifest: 

Discharge of goods which are not on the Manifest is not permitted 
without due written authorisation from Customs. Once discharge 
operations have been completed and not later than 12 hours afterwards, 
the Ship's Agent must present the corresponding additional manifest to 
the Port Services Division. 

Article 13: Letter of Correction: 

Where there are discrepancies between the Bill of Lading and the 
Cargo Manifests, the Ship's Agent must present to the Port Services 
Division a letter of correction within a period not longer than 24 hours 
after delivery of the documentation indicated in Article 10 of these 
regulations. 

GENERAL: Authorisation of lowering boat: Lowering of boats requires 

permission which is normally granted by the Port Captain. 

iy bei regarding explosives and ammunition at Puerto Quetzal: 
plosives and ammunition are only allowed to be discharged on a 

scheme whereby they leave the port area immediately and a notice of 

24 hours should be given prior to arrival. 

Cargoes remaining on board are not covered by any particular 
regulations. 

Local guidance on stores and availability of items: 

Deck Stores: The few available items are expensive. 

Engine Room spare parts: Even well-known makes are almost non- 
available. 

Lubricating Oils: The commonly used ones are available in small 
quantities, but special ones are not obtainable. 

Stewards Department: Most dry stores are expensive with few 
exceptions and quantities are limited. 

Fresh fruits, vegetables, seasonally available in moderate quantities, 
at reasonable prices, likewise fish, poultry, fresh beef and pork. (Beef 
bought in Guatemala is accepted as safe in the U.S.A., but not so the 
pork — confirm with respective Authorities.) 

Laundry service: Available at a reasonable cost. 

Radio/Navigational Aids: Spares are not generally available and 
service of a very limited nature only. Better service can be obtained in 
Guatemala City. (Each case should be investigated by Agent.) 

Important: Ship's spare parts can be sent to a vessel calling at Puerto 
Quetzal by air — or by sea freight but care must be exercised in their 
addressing and marking, as otherwise local import duties may be 
imposed. All such items shouid be clearly addressed to the vessel, in 
care of the vessel’s Agent, and must say the Spanish for “in transit’, 
the phrase “EN TRANSITO”. This ensures that the goods can be treated 
and may be exported on the receiving ship without problems. 

Any such movement should always be co-ordinated with the local 
Agents, who should be kept fully advised of same. 


SHIPMASTER’S REPORT: December 1984. 

Limited operations commenced on 18th March, 1983. 

Currently, services are provided with the following minimum 
organisation: 

ort operations. 

Maritime and Communication operations. 

Financial and Administrative Services, and the additional personnel 
to provide other support services. 

These offices operate in module buildings constructed for this purpose 
in the port area. 
Services to Vessels: 

Right to berth. 

Aids to navigation. 

Service of pilot launch. 

Pilotage. 

Mooring, berthing, and vice versa. 

Stay in port. 

Anchorage. 
Protection Works: The sheltered area is formed by a major (West) 
breakwater 1,140 m. long, the minor (East) breakwater 307 m. long, and 
a secondary North Dock with a length of 367 m. These works ensure a 
minimum of rough water inside the port and maximum safety for vessels. 
Access Channel: The access channel to the dock provides safety and 
facilitates entry and leaving of vessels to and from the sheltered area. 
It has a minimum width of 210 m. and a depth of 12 m. at the lowest 
tide. 
Manoeuvring Basin: This offers safety and facilitates manoeuvring of 
vessels. It is circular with a diameter of 400 m., and a depth of 12 m. 
at the lowest tide. 
Berthing: The main quay, situated in the Eastern part, was planned as 
a multi-purpose terminal. It has a length of 800 m., and a free platform 
of 56 m. width. It includes a ramp 30 m. long and 25.5 m. wide, provided 
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with two mooring devices at the sides with capacity of 100 
with a predominant slope of one in ten for serving Ro/Ro vessels »" 
located at the Northern extremity. 4 

The whole quay is provided with rubber defences and bitts for 
vessels. Its crown dimension is +4.5 m., and a depth of —11 tape. 
a total of 15.5 m. a 

The South Quay has a length of 170 m., for berthing smaller 
meercam dimension is +4.5 m. and its depth is —5 m., giving @ totaly 

5m. 

The Service Quay is 50 m. long and is for servicing small Craft 
crown dimension is +4.5 m. and its depth is —5 m. 

Types of vessels handled: 

General cargo. 

Solid bulk cargo. 

Containers. 

Ro/Ro. 

Barges. 

Tourist passenger vessels. 
Stevedores: Cargo handling services are provided by private Concem 
duly authorised by the Port Authority. 

hip's Agents and brokers arrange cargo handling with ty 
stevedoring companies who in turn are authorised to provide sys 
services. 

The following services and direct cargo handling are available: 

Receipt and clearance. 

Loading and unloading. 

Handling on quay. 

Storage in the open. 
Storage: \t has been planned to place at the disposal of users a multi: 
use warehouse 90 m. long and 80 m. wide. This warehouse will hay 
an area covered by metal structures and concrete walls, and fitted we 
fire-fighting equipment. 

Attached to the warehouse will be a module housing the warehous 
guard, Customs inspection, port checkers and wharfingers. 
Airport: There is an airport with capacity to receive any type ¢ 
commercial aircraft 8 km. away. 

There is also the runway of the Aerociub de Guatemala and te 
installations of the Tourist Complex of Likin. 

General: Puerto Quetzal is a terminal of the system of inter-oces 
communication with the ports of the Atlantic, which are 406 km. distay 
by road and 443 km. by rail. 

The new port is reached by land via the asphalted highway CA9 at: 
distance of 110 km. from the capital. There is also rail connection, ax 
both means of communication connect with the country's network ¢ 
roads and railways. The motorway from Escuinta to Puerto San Jos: 
has yet to be built. 


SHIPMASTER’S REPORT: November 1990 (Updated 1992). 
Tugs: There are 2 tugs. The “Santa Rosa” 800 h.p. and the “Carolyn 
165 h.p. They are included in the port charges. In effect, you pay fr 
them even if you do not use them. 

Fresh Water: Available alongside the pier at 25 t.p.h. (Cost U.S.$0.8 
per ton). The connections are 2.5 in. 


AUTHORITY: Empresa Portuaria Quetzal, 7A Avenida 3-74, Zona $ 
(60. Nivel), Ap. Postal 206-A , Guatemala City, Guatemala, CA 
Tel: 347101, 348133, 344859, 344860. Telex: UNECPU-GU 61% 
Cuidad Guatemala. UNECPU-GU 6315 San Jose, Escuinte 
FAX: 348152. Contact: Francisco Motta Lemus, General Manager. 


SAN JOSE: 13.55 N. 90.50 W. (See Plan) 


NOTE: Very little cargo handled. Vessels now proceeding to Puer 
Quetzal. 
DOCUMENTS: 

Clearance from Last Port. 

Crew List, 1 legalised and 4 copies. 

Passenger List, 1 legalised and 7 copies. 

Passengers in Transit List, 4 copies. 

Cargo Manifest, 1 legalised and 19 copies. 

Stores/Provisions List, 3 copies. 

Voyage Memorandum, 4 copies. 

Cargo Check Lists, 18 copies. 

Mail List, 7 copies. 

Bills of Lading, 2 sets. 

Baggage Declaration, per passenger, 4 copies. 

Declaration of Health. 
PILOTAGE: Not required and no resident Pilots available, except © 
Tankers where services of a Pilot could be made available upon 
ANCHORAGE: San Jose is a lighter port (open roadstead). Vess® 
anchor about 0.25 mile from pierhead in 8-9 fathoms of water. 
RESTRICTIONS: Normally no pratique granted after 1900 hrs., te 
in some instances and if prior arrangements made, vessels could 
pn aay by Port Authorities up to 2300 hrs. Tankers moor in 
only. 
MAX. SIZE: Size immaterial since no docking facilities. Cae 
transported from vessel to pier and vice-versa by means of steel wer 
or barges of 35 tons capacity each. This applies to dry cargo only. a 
es cargo at Ny terminals (oil and oil by-products, imports, 
molasses export), where vessels proceed after pratique. 
HEALTH: Pratique automatic (0700 hrs. to 1900 hrs.), irespectye ¢ 
previous port of call. Master's obligation to notify Authorities 0” 
of any suspected disease and/or fever on board, in order that ade 
precautions taken. 


. Messages should be routed via Guatel. 
ngs: None available or required for manoeuvring vessels. 
sERTHING: New port 2 miles East of San Jose Pier (See “Puerto 


140i RES: No gangs available after 2100 hrs., unless another 

is working in port. Rate of discharge/loading: dry cargo: 15-20 

ions per gang hour. Max. gangs available: 3. Bulk cargo handled ten 
er. 

— mL: Hospital available. No vaccination/fever certificates required. 

ERS: 2 buoy berths for tankers. Discharging lines 8 in. diameter. 

caso Terminal: Mooring Master assists berthing. IRCA Terminal: Stern 


25H WATER: None available. 

L: None available. 
CONSULS: All Consulates located in Guatemala City, where vessels’ 
gents, when and if required, have special documents legalised. 
\ymally, however, Agents can take care of regular certifications 
quired, through port officials, who are authorised to certify documents 
«absence of a consul of a particular nation. 
a€PAIRS: No facilities available. 

WAY/DECK WATCHMEN: None required or necessary. 

oPENING/CLOSING HATCHES: By stevedores. 
cusTOMS ALLOWANCES: On board, no restrictions; no crew member 
sowed to bring ashore more than amount required for personal use. 
CARGO GEAR: Ship's gear used for loading and discharging dry cargo. 
jessels must bring own lines to tie lighters alongside. 
REPATRIATION: Possible. Usually arranged by Agents in cooperation 
wih vessel's Agent in Guatemala City. 
AIRPORT: Nearest airport Guatemala City, 108 km. due North of San 
se. Daily flights to and from all parts of world. 
TE: Central Standard Time, GMT minus 6 hours. No changes during year. 
HOLIDAYS: January 1st; Holy Thursday; Good Friday; Easter Saturday; 
March 19th; May 1st; June 30th; July 25th; September 15th; October 
ath; November 1st; December 24th; December 25th; December 31st. 
POLICE/AMBULANCE/FIRE: These can be contacted through Agent 
a San Jose and/or Guatemala City. 
TELEPHONES: No facilities for placing telephones on board. 
SHORE LEAVE: Allowed. 
DENTIFICATION CARDS: Necessary for those on shore leave. 
DELAYS: Only 2 dry-cargo vessels can work simultaneously. A third 
yesse! must await departure of 1 of the first 2. Only 1 tanker can work 
seach bulk liquid cargo terminal. 


SHIPMASTER’S REPORT: September, 1978. 

‘proach was direct from the Pacific. A good landfall was made. San 
se main Light was observed to be Isophase, rather than Occulting, 
wery 20 seconds. 

Anchorage: Vessel anchored in a position with the head of the Iron 
Wharf bearing 011°(T) — 8 cables. We lay to 4 shackles of cable on the 
starboard anchor, in 13 fathoms of water. Despite a considerable swell 
atimes, the vessel did not drag her anchor. If anchoring, vessels do 
not take a Pilot. 

Serthing: Ocean-going vessels and at times, due to the swell, almost 
ay vessel, cannot berth alongside the wharf. While we were at San 
ose a tanker of about 20,000 d.w.t. berthed stern-on with both anchors 
town, to load molasses. 

{understand that, if no tanker is expected, general cargo ships are 
sometimes berthed in this manner. The tanker employed a Pilot. 
Communications; If at anchor, it is best to keep radio watches and 
naintain long-range communications in this way. When working eu. 
he Supervisor is in VHF communication with the Agents, but this facility 
Snot available outside of working days. 
documents: As per “Guide to Port Entry”. It was not possible to get any 
‘euments legalised prior to arrival, but this was arranged by Agents, 
tna was legalisation of documents for subsequent Central American 

s. 
“ago Work: Continuous, weather and the supply of lighters permitting. 
There are only 3 general cargo gangs in the port and only 2 ships can 
* worked at a time. The first ship gets 2 gangs, the second ship 1 gang. 

Many delays were experienced waiting for lighters, and 2 full days 
ischarging time were lost due to the size of the swell. 

This is not a very serious problem alongside the ship, but makes 
Ischarge of the lighters at the wharf impossible. 

Rate of discharge of coiled steel rods was 55 tons per gang-hour, net 
‘delays awaiting barges. 

*atique: Granted on arrival. 
~ovisions: Not purchased. 
“8sh Water: Unobtainable at the anchorage. 

Leave: Permitted, but one has to take one’s chances of getting 
*fde to and fro on the lighters. Not many people went ashore and 
“tunately none were stranded when work was suspended. 


SANTO TOMAS DE CASTILLA: 15.42 N. 88.37 W. 


PR (See Plan) 
7 OACHES: As aids to navigation, there is a lighthouse at Cabo 
ss Puntas, Ox-Tongue Lighthouse, Heredia Lighthouse, Villedo 
~shthouse, the access channel together with the manoeuvring basin 
a Marked by light buoys, driven by batteries recharged by solar 


mee rhe channel buoys have been changed to the International Rules 
7 “y Starboard - green) with radar-reflectors placed on them 
Sor0n4 '@: A radio-tower is located in Pto. Barrios with a visibility of 
*_oximately 20 miles (Fl. 10 sec.), well marked on the chart. 

itt gr to Santo Tomas de Castilla— U.S. Chart GUA 03 28165. 
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DOCUMENTS: 
The following are the documents required from each port at which cargo 
is loaded for discharge in Guatemala, all to be in the Spanish language. 
In Advance On Board Consularised 
35 1 
1 — 


Consular Clearance 
Cargo Manifests, copy 
Cargo Manifests, freighted 
Copy Bills of Lading 

(not freighted) 
Cargo Plans 
Hatch List 
Crew List 
Stores Lists 
Passenger Declaration* 
Arms Declaration* 
Mail Declaration* 
Clearance from Last Port 
Maritime Declaration of Health 
Crews Personal Effects Lists 
* Where these are negative, may be combined in one form. 
Consularised documents may be put aboard the vessel, or sent with 
advanced documents. Above requirements do not include the Agents 
need such as distribution of Bills of Lading to customers and his own 
needs for accounting and files purposes. Consularised documents are 
not necessary as the fine imposed locally consists of maximum 
quezales 40.00 per port, as Guatemalen Consulates may not be at a 
specific port of loading or their offices are closed. 


PILOTAGE: Compulsory for all vessels arriving, leaving and 
manoeuvring within the port limits and available 24 hours a day. Pilot is 
taken on board 3 miles off the quay. 

The pilot station and the Control Office of Maritime Traffic of the Navy 
maintains listening on R.T. frequencies 2738 kHz, and Channel 16 VHF. 

The pilot craft are painted white, flying a red and white flag by day, 
and red and white lights by night, they have VHF radio, but no radar. 

The pilot craft base is the Santo Tomas de Castilla Quay, as well as 
the pilot station, and they will proceed to provide service once requested 
by the Ship's Agents. 

The ladder for the Pilot to board must be positioned on the lee side 
of the vessel 1 m. above the water, but any alternative may be agreed 
between the Pilot and the Master of the vessel. 


ANCHORAGE: Vessels with a draft up to 24 ft. can anchor about 1 mile 
to the North of Villedo Lighthouse, leaving the main channel free, but 
vessels drawing more water should anchor a little further away from the 
lighthouse. 

The Pilots will anchor vessels with less than 24 ft. draft in the inner 
bay, bath nearer to the port, depending on the position of vessels 
anchored. 


RESTRICTIONS: The channel has a depth of 30 ft., at the marginal 
quay there is a depth of 33 ft. 
Docking/Undocking: Docking is permitted by the Port Authority when 
the required documents have been presented and provided the vessel 
is to commence work. Vessel may dock at any time, but such movements 
are normally scheduled to fit in with time of granting of Free Pratique 
and of commencement of work. 

Once docked a vessel can stay at the wharf waiting for cargo during 
a longer period of time, for example overnight. However if space is 
needed to work another vessel with cargo available then the vessel 
losses its dock space. 

There is no restriction on time of sailing. 

Clearance is normally signed by the Port Captain during hours prior 
to completion of work. 


MAX. SIZE: Max. draft 27 ft. — 30 ft. Max. LOA 750 ft. 
HEALTH: Free Pratique is normally granted all day, including Sundays 
and Holidays. 

Free Pratique is given either at the anchorage or after berthing. Where 
wharf space is available and vessels’ documents have been presented, 
she would normally dock on arrival or at scheduled time for clearance 
and receive Free Pratique at the wharf. 

Free Pratique in Santo Tomas is granted when the party of officials 
visit the vessel to clear her inwards. These officials represent: 

Port Captain 

Customs Administrator 

Port Health Authority 

Quarantine Officer 

Port Authority 

Customs Guard (Guardia Hacienda) 

A representative of the vessel's agent is present and the offer of 
refreshments or soft drinks assist things along. 

Where a vessel is cleared at anchorage, every effort should be made 
to lower a gangway, rather than expect the officials to use a pilot ladder. 

In case the vessel does not have a Guatemala national flag aboard, 
a vessel would be well advised to ask his Agent to bring one to the 
vessel on arrival. 

RADIO: ETA cables to Agent and Receiver made through Lantana 
Radio, Florida (WDE) in the U.S.A. 

VHF: The distance at which VHF communication can be established 
with the Santo Tomas de Castilla pilot station is 16 nautical miles, 
i.e. the distance at which Cabo Tres Puntas (Cape Three Points) is from 
the port. 

When the Pilot is manoeuvring, communication with the tugs is via 

Channel 12 VHF. 
TUGS: It is compulsory to use at least 1 tug for any type of manoeuvre; 
depending on the size, structure, location where the manoeuvre is being 
executed, and the state of the weather, the Pilot will decide upon the 
use of a second tug. The port currently has available 3 tugs - 1x 1,200 
h.p., 11,100 h.p. and 1700 h.p. 
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BERTHING: The quay is marginal with a length of 914.51 m., being 
divided into 6 berths of 152.40 m. (approx.) each. The depth of water 
alongside the quay is 33 ft., the water is saline, and for discharge and 
loading of goods, facilities are available for day and night work. The 
vessel's own gear and equipment is used, and in special cases shore 
equipment. It is necessary that prior to the arrival of the vessel's relevant 
and general information be provided regarding the cargo carried by the 
vessel, so as to allocate the corresponding berth, as well as equipment 
and storage warehouses. 

CRANES: The port currently has 3 mechanical scoops (type P&H), 
2 with a lifting capacity of 35 tons and 1 with a capacity of 7.5 tons. A 
mobile jib crane on rails capable of covering a distance of 400 m. 
approx., and with a lifting capacity of 30 tons. There is also a fixed crane 
with a lifting capacity of 50 tons. The Authority has no floating cranes. 

The port can work conventional vessels, container and Ro/Ro ships, 
solid and liquid bulk carriers, and for operating solid bulk carriers, the 
Authority has a Buhler unit with a capacity of 100 t.p.h. discharge and 
mechanical scoops with grabs. Liquid bulk carriers visiting the port 
discharge and load products via tubes and hoses, conveniently installed 
along the quay. 

SPECIALISED CARGO HANDLING FACILITIES: There are 4 berths 
for Ro/Ro vessels operation. 

For handling container ships there is 2 Straddler carriers with a lifting 
capacity of 40 tons and stowage at 3 high, 2 Raygo-Wagner fork-lifts 
with 40 tons lifting capacity and stacking height to 3 high, 2 spreaders, 
1 for 40 ft. and 1 for 20 ft. containers, 9 winches and 840 ft. platforms. 

79 forklift trucks up to 8,000 Ib. capacity. 15 reefer points available. 
STEVEDORES: The Port Authority provides the stevedoring service in 
rye ag with the applications for service submitted by port agents. 

abour: 

(a) Amount of gangs available to work: 

Presently there are about 2,000 stevedores in the City of Puerto 
Barrios (5 km. from Santo Tomas) which is always sufficient. 
(b) Amount of stevedores employed in a ship's gang: 


General 14 stevedores 
Cargo: 1 hatchman 
2 winchman (even if only one is required) 
1 foreman 


Container and Trailer vessels: 
Same amount of men per gang, which can be used for different 
cranes/hatches at the same time. 
(c) Change of gangs: 
The first shift of labour works from 0700 to 1700 hours, the second 
shift from 1800 until 0600 hours. 
Breaks for meals are as follow: 
Breakfast 0600 - 0700 hrs. 


Lunch 1200 - 1400 hrs. 
Supper 1700 - 1800 hrs. 
Break 0009 - 0100 hrs. 


(d) Advance notice to call a gang for commencement of work: 
1. For the morning shift - the day before lastest 1700 hrs. 
2. During the day - 3 hours advance notice 
3. At night - advise before 1530 hrs. 
(e) Average outturn per hour based on modern type vessels with 
large hatches, good winches/cranes: 


Containers 20 ft. or 40 ft. 8 units/hr. 
Iron & Steel products 25-30 tonnes/p.h. 
Iron & Steel Products pre-slung 60 tonnes/p.h. 


Bagged cargo 20-25 tonnes/p.h. 
Drums 20-25 tonnes/p.h. 
General cargo 15 tonnes/p.h. 

These figures are subject to many variables, e.g. size of parcel, 
stowage, separation of marks, etc. Also when working iron and steel 
products pre-slinging would assist. 

MEDICAL: No advance notice necessary. Hospital facilities and 
ambulance service available. International vaccination certificate 
required. 

TANKERS: Diameter of pipelines 16 in. and load/discharge lines 14 in. 
No slop discharge facilities. Only 1 mooring berth for tankers and 
max. draft permitted 30 ft. Also see “Shipmaster’s Report”. 

DENSITY: 1015. 

FRESH WATER: Pipe-lines alongside quay. Delivered by hoses 
belonging to port. Rate 15 t.p.h. 

FUEL: Available by lorry no advance notice required. Products available: 
Fuel oil, kerosene, diesel and gas oil. 

FIRE PRECAUTIONS: No specific precautions for tankers. Hydrants 
and fire brigade available to combat fires, besides tug’s services and 
Coast Guard ships of Navy. Dangerous areas to be clearly signposted. 
CONSULS: E! Salvador, Germany, Honduras, Italy, Mexico, 
Netherlands and Sweden. 

REPAIRS: Only minor deck and engine repairs. 

SURVEYORS: Lloyd's Register in Guatemala City. Tel: 8-32-33, 53-68-26. 

General Superintendence Co. Tel: 370134/35. 

Jack Sigal (P&l Representative) Tel: 531452 in Guatemala City. 
GANGWAY/DECK WATCHMEN: Private watchmen are available but 
are not compulsory. The cost is approximately Quetz. 1.50/hr. during 
the day and Quetz. 2.25/hr. at night. 

Uniformed guards of the Customs Police (Policia de Hacienda) are 
stationed at the gangway free of charge. 

However it is recommended to keep vigilance to prevent cabins and 
storerooms etc. being entered. 

Vessels at anchor should also keep a strict watch for boarders. 

No meals are required to be supplied by vessels in Santo Tomas for 
Customs, guards or any other persons. 

OPENING/CLOSING HATCHES: Normally by crew. 

CUSTOMS ALLOWANCES: Tobacco, Wine and/or Spirits: No definite 
quantity and usually regulated by the Master. 

REPATRIATION: Possible. 
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AIRPORT: In Puerto Santo Tomas de Castilla there is no airport. The 
is an airport at Puerto Barrios 8 km. away, and flying time from 

the capital, Guatemala City, is 45 minutes. There is no regular tite 
but it is possible to hire air taxis. . 
TIME: GMT minus 6 hours. 

HOLIDAYS: Legal and local holidays: 

December 31st 1800 hrs. until January 2nd 0700 hrs. (New Year's Day 
March 23rd 0000 hrs. until March 24th 0700 hrs. (Dignidad Nacions 
Wednesday 1200hrs. until Saturday 0600 hrs. (Easter); May | 
0000 hrs. until May 2nd 0700 hrs. (Labour Day); June 30th 0000h. 
until July 1st 0700 hrs. (Revolution 1871); September 15th 0000 fy, 
until September 16th 0700 hrs. (Independence Day); October 2p 
0000 hrs. until October 21st 0700 hrs. (Revolution 1944); November jy 
0000 hrs. until November 2nd 0700 hrs. (Saints Day); December 2 
1200 hrs. until December 26th 0700 hrs. (Christmas). 

No work on Good Friday from 0600 hrs. until Saturday 0700 bys. an 
December 24th from 1200 hrs. until December 26th 0700 hrs. ye 
exception of perishible goods when the port can work on December 26 
until 1800 hrs. 

On all other holidays work can usually be arranged, with advan 
notice, and at overtime rates. 

TELEPHONES: No facilities for placing telephones on board. 
BANKS: Central Bank of Guatemala. 

SHORE LEAVE: Possible. 

IDENTIFICATION CARDS: Passes issued to each crew member. 
DELAYS: Maximum delays 3-4 days could occur at most 5 times 

a year. Container vessels and reefer vessels have preference if the 
carry perishible cargo, same as vessels which carry coffee or load cots 
with Pee in their sales-terms (L/C) such as 15th and end o; 
month. 

GENERAL: Dunnage Wood: Dunnage wood is not available in the py 
however with enough advance notice it can be brought from Zacay 
approximately 150 km. (94 miles). 

Local guidance on stores and availability of items: 

Deck stores: The few available items are expensive. 

Engine room spare parts: Even well-known makes are almost n 
available. 

Lubricating oils: The commonly used ones are available in sm 
quantities, but special ones are not obtainable. 

Stewards department: Most dry stores are expensive with i» 
exceptions and quantities are limited. 

Fresh fruits, vegetables: Seasonally available in moderate quantite: 
at reasonable prices, likewise fish, poultry, fresh beef and pork. (Be 
bought in Guatemala is accepted as safe in the U.S.A., but not sot 
pork — confirm with respective authorities). 

Laundry service: Available at a reasonable cost. 

Radio/Navigational aids: Spares are not generally available ax 
service of a very limited nature only. Better service can be obtained: 
Guatemala-City. (Each case should be investigated first by Agent). 

IMPORTANT: Ships spare parts can be sent to a vessel callings 
Santo Tomas de Castilla by air or sea freight but care must be exercise 
in their addressing and marking, as otherwise local import duties m= 
be imposed. All such items should be clearly addressed to the vess 
in care of the vessel's Agent, and im it to state the Spanish & 
“in transit” the phrase “EN TRANSITO”. This ensures that the goo 
can be treated and may be exported on the receiving ship witha 
problems. 

Any such movement should always be co-ordinated with the ba 
Agents, who should be kept fully advised on same. 

Regulations ruling explosives and ammunition at port: 

Explosives and ammunition are only allowed to be discharged 0! 
scheme whereby they leave the port area immediately and a notice’ 
48 hours should be given prior to arrival. 

Cargoes remaining on board are not covered by any particu 


os 

fore working a vessel the Port Authority requests a deposit i" 
the Agent, based on a Proforma. This is calculated by the manifes'’ 
inbound cargo and the expected exports. Without this deposit the ves# 
is not allowed to work. 


SHIPMASTER’S REPORT: 1976 

Approaches: No difficulty once position is ascertained approaching ™ 
Gulf of Honduras. The Pilot boarded 3 miles North of the Villedo Sw 
Beacon. Pilots have VHF Channel 16 call Porto Barrios Pilots. 0" 
1 pilot speaks English so if he is on duty there is no difficulty’ 
communications. 

The lights on the approach beacons are said to be unreliable b? 
were found to be good radar targets. 

At the present time a dredger is working on a new approach chav 
to give a 32 ft. buoyed channel past Puerto Barrios up to Santo To 
de Castilla. 

General: The area is still recovering from the severe earthquake 9* 
8 months ago in which the finger pier at Puerto Barrios was 

This now constitutes a submerged hazard while in the channel 0" 
approaches to Santo Tomas de Castilla. The channel is poorly m3 
and at present there are numerous survey buoys which cat ® 
confusing. 

The berth is stern to at the Eastern end of the cargo jetty at S* 
Tomas using 2 anchors and backing up to 10 ft. off the jetty from 
the hose is passed up to the stern line by a mobile crane. The 
is made by the ship's crew. There is a 1 x 8 in. hose for all grades 
a 10 in. shore line which is approximately 5 km. long. The reqw* 
back pressure of 8.5 kg. was easily maintained using 2 pumps. 


AUTHORITY: Empresa Portuaria Nacional — Santo Tomas de Cast 
Tel: 0480060, 0480611, 0480588, 539098. Telex: Stomas GU’ 
Contact: Dollfus O. Sagastume, Director — Port Administration. 
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SONAKRY: 09.31 N. 13.43 W. (See Plan) 


pocuMENTS: 
§ copies Crew List. 
Passenger List. 
Stores List. 
2 List of Medicines and Drugs. 
2 copies List Crew Declaration (personal effects). 
7 copies Manifest of Cargo (if any). 
Port Clearance from last port of call. 
List of Dangerous Cai s (if any). 
copies of Bills of Lading for LCL - Containers. 
2 copies of Loading Plan. 
1 copy Derat Certificate. ¥y Sng 
3 copies List of Weapons and Ammunition (if any). 
pocuments to be presented on request: 


Log Book +o 

international Health Certificate. 

Seamen's Books. 

References for Port State Control. 
pILOTAGE: Compulsory for all vessels over 20 m. in length. Pilot meets 
vessels at Conakry Buoy (Lat. 9° 27.3’ N., Long. 13° 44.05’ W.). 

Advise Port Captain of ETA by Telex No. 76 PAC GE. 
ANCHORAGE: Safe deep anchorage in inner and outer roads. 
RESTRICTIONS: Tankers taken in/out during daytime only. Exceptions 
during night-time are considered on special application, to be rendered 


io Port Captain. 4 \ 
The entrance channel is 150 m. wide and has a depth of 9.5 m. (LLW). 


MAX. SIZE: 
Bulk carriers for alumina: 518 ft. length. 
Bulk carriers for bauxite: 655 ft. length. 
Tanker for crude oil: 655 ft. length. 
Tankers for light fuel: 518 ft. length. 
Other vessels (Ro/Ro, 
Container, Conventional, etc.): 655 ft. length. 


HEALTH: Valid yellow fever inoculation certificates. 

RADIO/VHF: Conakry Radio 2182 kHz and 2586 kHz and VHF 
Channel 16. 

TUGS: 2x 1,400 kW. tugs (27 tons bollard pull). Tugs are compulsory 
forall vessels over 50 m. LOA. Tugs normally connect to starboard side. 


Ship's lines used. 
BERTHING: 
Dredged 
Berth Length Depth Priority Use 
No. (m.) (m.) 
Container 
Terminal 269 10.5 Container Vessels 
00-01 350 10.0 Alumina/Refrig. 
02-05 480 8.0-8.5 Commercial Piers 
06 155 7.0 Barge Landing 
07 160 8.0 Fish J 
08-09 300 11.0 Bauxite (OBK) 
10 190 10.0 Oil Jetty 


Note: Depths refer to Port Zero (lowest low water). 
STEVEDORES: Working Hours: 
ist shift: 0800 hrs. to 1800 hrs. 
2nd shift: 2000 hrs. to 0600 hrs. 
Overtime: Any work on Saturdays, Sundays and Holidays are subject 
‘0 following overtime surcharges: 
| Ist shift: 0800 hrs. to 1800 hrs. + 60%. 
| _ 2nd shift: 2000 hrs. to 0600 hrs. + 100%. 
MEDICAL: Advance notice recommended. Medical service and hospital 
‘cllities available. 
TANKERS: Berth No. 10: Length 190 m. Depth 10.0 m. Berth is being 
Sui with new shore connections. 
OE : 1016 in the port with particular relation to state of tide. 
FRESH WATER: Available. 
FUEL: Light diesel available, subject to prior arrangement. 
bel CAUTIONS: Special fire service for tankers and ships carrying 
— goods.. 
CONSULS: All major maritime nations represented by embassies. 
REPAIRS: Minor repairs possible. 
DRY DOCKS: One floating dock with lifting capacity of 700 tons. 
MNGWAYIDECK WATCHMEN: Compulsory and arranged by vessel's 


Note: The port employs a large number of trained security personnel 
mich is partly uniformed. In case of need Master may contact the 
inator of the “C.U.S.P.”. 


Vessels and pagans against attempted theft. 
NG HATCHES: Normally by crew. Stevedores if 


cust les of Crew. 

nd OMS ALLOWANCES: Tobacco, 200 cigarettes out of bond. Wine 
REPa: Spirit, 1 litre of spirit and 1 litre of wine per day out of bond. 

pes ATRIATION: All facilities exist for effecting crew changes and 
ARPES repatriation to Europe and other places. 

Dor. | RT: International airport Gbessia about 15 km. distance from 
nd ntemational connections via Air Afrique, Aeroflot, KLM, Sabena 
TIME: noe connections are offered by Air Guinee and others. 
RUCE/AMBULANCE/FIRE: Contact Harbour Master. 

Berth No os Not possible to place telephones on board except at 


SERVICES: None. 
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HOLIDAYS: New Year's Day (1st January); Easter Monday; Labour Day 
(1st May); Anniversary of 2nd Republic (3rd April); Liberation Day (25th 
May); Assumption (15th August); Independence Day (2nd October); 
Christmas (25th December). 

Varying holidays which depend on the position of moon: Ramadan — 
End of fasting; Tabaski — Pilgrimage Day at Mecca; Mahouloud — Day 
after Prophet Mahomed's Birthday. 

Work during holidays available, but subject to negotiation with 
stevedores. 

SHORE LEAVE: Crew allowed ashore. 
IDENTIFICATION CARDS: Seaman's Book necessary. 
CURRENCY: Franc Guineen. 


SHIPMASTER’S REPORT: February/March 1992. 
Agent: Office hours: 0800 — 1200 and 1300 — 1630. 

The Agents will occasionally use the Port Control VHF to contact 
vessels at anchor. 

Weekends: From 3rd February 1992 official weekends are from 
1200 hrs. on Friday to 0800 hrs. the following Monday. 

Currency: The Guinee Franc, exchange rate in February 1992 was 
quoted by the Agent as 800 = U.S.$ 1.00. Rates of between 750 and 
900 can be obtained ashore, and the U.S. Dollars are generally 
acceptable. 

U.S. Dollars were obtainable from the Agents, but were a long time 

in coming forth. 
Communications: Generally poor. The local coast radio station operates 
infrequently. The vessel was answered by Port Kamsar Radio, but they 
will accept messages for that port only. VHF communication with the 
Port Control is possible, but often it takes a long time to get a reply. The 
Port Control and Pilots will often request vessels at anchor to contact 
vessels approaching the port for ETA. 

The Pilots work on VHF Channels 10 and 12, but do not have a very 
sen petite and messages may be relayed through the Port 

trol. 
Approaches: B.A. Charts No. 601 and 395. 

Approaching from the South, Iles de Loos are easily identified on 
radar, and in clear weather Boulbinet Lighthouse, white tower with red 
top, is conspicuous by day, but at night is not easily seen against the 
background lights when close to the 014° bearing, and it was noted as 
occulting 20 seconds in early February and occulting (2) 10 seconds in 
late February and March. Except for the 014° bearing, the red and white 
sectors were not verified. 

lle Tamara Light was as charted. 

The beacon on Pte. du Tonnelier was not seen. 

The light fl. 6 short and 1 long has been re-sited on the end of the 
South Breakwater, and has a period of 15 seconds. This light is shown 
from a lattice tower with topmark 2 cones point down and a yellow and 
black square at half height of the tower. 

The works in progress at the South Breakwater head do not seem to 
have progressed, except for re-siting the light, and if anything has been 
done, it is all below water. 

Buoys: The buoys were found to be generally within one cable of the 
charted positions and all are fitted with lights, the characteristics were 
not verified. 

On berthing, Buoy No. 8 was missing, but had been replaced out of 
position, closer to mid-channel. 

Buoy No. 5 was towed in damaged and replaced by an unlit float. 

By departure in mid-March, Buoys No. 5 and 8 had been replaced in 
position, but the Fairway Buoy had been towed in for repair and was 
replaced by the unlit float. 

The Southerly BYB Buoy in the harbour was unlit. 

All buoys are pillar buoys, red to port and green to starboard inbound. 

The work of replacing the buoys was carried out by the contractors 
who are carrying out works in the port. 

Anchorage: Vessel anchored with Pte. du Tonnelier bearing 340°x 2.25 
miles, in company with other vessels in the general vicinity and lay 
comfortably with 5 shackles in 17.0 m. 

Anchorage was changed at the request of the Port Control, shortly 
before berthing to be ready for the Pilot, and a position 3 cables S.W. 
of the Fairway Buoy was chosen. In this position, there was 4.0 m. 
underkeel clearance at low water with a draft of 8.8 m. 

Later the vessel was anchored by the Pilots, 3 to 4 cables S.W. of 
Buoy No. 4 and had 2.0 m. underkeel at 7.3 m. draft, although there 
would appear to be more water to the West of the buoyed channel than 
charted, it is not recommended to anchor here without local knowledge. 
Pilotage: The Pilot boards from a large launch in the vicinity of the 
Fairway Buoy, and will board at anchor if the vessel is close to the buoy. 

Communications are not the best, and the vessel was advised that 
we would take the Pilot after a ship had sailed. However two vessels 
sailed before the Pilot boarded, and a third vessel sailed before we were 
able to pick-up the anchor. It is as well to remain anchored until the Pilot 
boards, as there is not room to pass in the channel. 

Pilotage is on a 24 hour basis and not restricted to daylight hours. 
The Pilot will leave on departure at a convenient position in the channel. 

The Pilots request meals. 

Depths: The Pilot confirmed that the depth was as charted, and a 
minimum sounding, at high water on a 3.3 m. tide with a draft of 8.8 m., 
of 3.0 m. was obtained in the buoyed channel. 

Berths: The area noted on the chart as being reclaimed has almost been 
completed as a container berth, some work remains to complete the 
paving at the landward side. This new berth has good fendering on the 
face and a bollard spacing of approximately 15.0 m., except at the 
Southern end, where there is a large gap in the bollards after the first 
two for Ro/Ro stern ramp. 

This berth was due for completion in March 1992 and is not yet in 
use although to all appearances is completed. 

Berth No. O is reserved for loading alumina. The dust from this berth, 
when a vessel is loading, is very heavy, and with the wind off shore will 
obscure the port entrance. When this vessel berthed with a Southerly 
wind blowing, it was not possible to see the forecastle from the bridge 
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at 147.8 m. Alumina pollution covers the dock in a decreasing quantitiy 
up to Berth No. 4, as it indeed also covers most of the city, including 
the tourist hotel and Government buildings. 

Berth No. 1 is used for discharging bulk cargoes, mainly cement 
clinker, and also for general cargo and containers. There is a conveyor 
system on this berth for carrying cement clinker direct to the storage 
shed, and cement vessels take priority. 

Berths No. 2 to 4 are for general cargo and containers, on this 
occasion Berth No. 4 was occupied by the mission vessel “Anastasis”’. 

Berths No. 5 to 7 are for small crafts, fishing vessels, etc. with a small 
area reserved for naval gun boats and repairs with a small floating dock 
for fishing vessels. 

Berth No. 8 is for loading bauxite, and Berth No. 9 for tankers. 

Bollard spacing on Berths No. 0 to 4 is approximately 24.0 m. with 
some removed for Ro/Ro ramps. Fendering is poor with an occasional 
old tyre hanging from the odd bollard. 

There are no cranes on the berths and no provision for cranes on the 
new berth. 

Berth numbers are taken from the B.A. Chart and may not be the 
same numbers as used by the Port Authority. 


Port Congestion: Of a total of approximately 1,550 m. of deep water 
berth, 320 m. are not due for use until March 1992, 200 m. are reserved 
for alumina loading and the amount of alumina on the dockside makes 
this berth unsuitable for any other cargo. 180 m. are given priority for 
cement clinker discharge and 300m. are reserved for bauxite and 
tankers. The remaining 370 m. are available for other cargo vessels, 
with container vessels taking priority, and vessels already on the berth 
are required to move off to accommodate them. 

Inevitably there is a considerable amount of delay time involved for 
general cargo working. 


Port Officials: Customs, Immigration, Port Health and Port Authority (10 
or more persons) board the vessel on berthing. Soft drinks and beer are 
required by all. 

Formalities are generally easy going and informal provided the 
entertainment is acceptable, and searches were not carried out. 

It is as well to have a supply of cigarettes on hand for Port Officials, 
Port State Inspectors and Radio Inspectors, who will board the vessel 
during the first working period after berthing. 

Port State Inspectors require all certificates including Officers 
Certificates of Competancy and query any minor differences in 
documents. 

The Radio Inspector requires all publications to be up to date including 
the |.T.U. Manuals. 


Pirates: Whilst at anchor, a number of traders approached during 
daylight, but did not attempt to board, and went away when given no 
encouragement to do business. 

At night two of the occupants of a canoe boarded by climbing the 
anchor cable and unscrewing the hawse pipe cover, but left empty 
handed when challenged by the ship's watchmen, and a second canoe 
left when ship's staff appeared above them. 

Storerooms were welded up on arrival, and after the first boarding, 
hawse pipe covers were welded in place. 

Alongside the Berth: During cargo working of any vessel and 
particularly rice vessels, a large amount of traders gather round the 
discharged cargo and in spite of watchmen employed by the stevedores 
and port police, a good quantity is spirited away. It is not uncommon for 
the police and watchmen to be mobbed by the crowd and even man- 
handled when they attempt to stop some of the thieves. 

Theft in the docks is considerable and especially when the small local 
ferries, which attract an even larger crowd than other vessels, are 
alongside, it is not safe to walk on the dock if one is carrying anything 
worth stealing. 

At night when no cargo is being worked, it is fairly safe to go ashore 
to the gate to take a taxi into town, but there will always be some risk. 

It is also unsafe to walk in town, even in daylight. 


Shore Passes: The practice is for crew members to take their passports 
ashore and exchange them with the officials at the gate for shore passes. 

This was not explained to the vessel on arrival, as when passes were 
requested we were told that they were unnecessary. This appeared to 
be the case until after a month in the port, with crew members regularly 
going ashore without being stopped, a group of four seamen were 
stopped returning to the vessel, and when requested, handed over their 
passports to the Officials who then refused to give them back until some 
money had changed hands. 

This is the practice for most minor infringements of regulations with 
always the threat of long delays if the official channels are followed. 


Fresh Water: Available from the dock, but the pressure is very low and, 
| feel, that only the threat, that the vessels would be unable to move off 
the berth if required, provided any water at all. 

Deep sea vessels provided with fresh water were supplied through a 
meter, whilst regular small fishing vessels and ferries were supplied 
direct from a stand-pipe which would indicate that if water is required, 
some money should change hands. No guidance was given on this point 
by the Agents. Quality is poor and not recommended. 


Garbage Disposal: This service is available and generally unofficial. At 
a cost of U.S.$200.00, the vessel was kept garbage-free and sanitary 
for the 39 days stay by the same man who was able to supply only a 
small quantity of fresh water. 


Pollution: During the dry season all berths are subject to a considerable 
quantity of dust from the alumina berth and the cement clinker berth. 

Throughout the vessel's stay there was a continuous heavy oil slick 
on the surface of the water. 

This oil slick may have come from a vessel which was reported to be 
a fishing vessel, which was lifted from the water on the corner of Berths 
No.7/8 in the hours of darkness, by an extremely large floating crane, 
as after this had left, the quantity of oil seemed to be reduced. 

No attempt had been made to contain or clean up the slick. 
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Cargo Working: Discharging 10,900 metric tonnes of bagged ricg 
intermittent as vessel had to wait for Bill of Lading to be Produced 
Normal working hours are from 0800 — 1800, and on a good da, 
would be possible to obtain 37.5 tonnes per gang hour. In Practes, 
rate of 25.34 tonnes per gang hour was achieved. ' 
Rice is an important commodity in Conakry and everyone CONSiden 
it their right to take some. i 
In spite of port watchmen and watchmen employed by the st 
a considerable quantity is lost, and it would appear that there is aw 
organised system for stealing loose rice. Every endeavour was 
to stop the theft of complete bags and mostly only loose rice WaS |p 
General cargo and bulk vessels do not appear to be worked Cute, 
the hours of darkness, but container vessels are worked round the cs 
Ship Chandlers: There are 2 chandlers in the port and although the Prey 
aatior the one used was lower than the other, service was not particuls. 


Prices of all stores and provisions are high and quality is not ye, 


Deck and engine stores are available but prices are very high » 
these items and should be avoided. 


AUTHORITY: Port Autonome de Conakry, B.P. 805, Conakry, R 

of Guinea. Tel: (224) 44.27.37. Telex: (0995) 22276 PAC GE. FAX: (2 
44.45.64. Contact: Bangaly Camara, Director General. Captain Say 
Oulare, Port Captain. 


AGENT: Socopao Guinee, B.P. 3339, Conakry 1, Guinea. Tel: (2x 
444233, 413731. Telex: 22131 Freight Ge. Fax: (224) 414313. 


PORT KAMSAR: 10.39 N. 14.37 W. 


DOCUMENTS: 
2 copies Narcotics List. 
1 copy Vaccination List. 
6 copies Crew List. 
6 copies Passenger List. 
1 copy Crew Declaration (Personal effects) List. 
1 copy Stores List. 
6 copies Last Ports of Call List (Inward cargo vessels only). 
12 copies Manifest of Cargo (Inward cargo vessels only). 
2 copies Bill of Lading (Inward cargo vessels). 

To ensure the best possible turn-round for general cargo vesses 
complete sets of the required cargo documents should be mat 
available to the authorities by hand of the Master. Delays have ber 
occasioned by the late arrival of documents sent by post. It would ber 
help for the Master to send hatch distribution and the amount: 
refrigerated cargo, if any, at the same time as ETA. 

Quarantine, Immigration and Customs: Representatives of % 
departments board after the vessel has been made fast alongside. I 
Quarantine oe “Q" should be flown by arriving vessels. 
ARRIVAL ADVICE: Masters are required to send ships ETA, address 
to Harbour Master, OFAB, Agent and/or Shipping Superintendent C.86 
by Fax: (871) 163-2117 or Telex: (581) 1632116, 7 days, 5 days, 3 day 
and 1 day before arrival at Port Kamsar. 

APPROACHES: 

Approaches to Rio Nunez: Port Kamsar formerly known as Kakande® 
located on the East bank of the Rio Nunez river and is approximate) 
17 km. from the sea. 

Vessels bound for Port Kamsar will find there are few natural featu® 
to aid a landfall. The most prominent feature is Cape Verga situated" 
the Eastward of the Rio Nunez entrance. This cape can be observe 
by radar at a distance of approximately thirty miles. At present the it” 
on Cape Verga is unreliable. 

To the Westward of the Rio Nunez entrance are the Compony Sho 
and Conflict Reef. These are screened by a series of light buoys 
vessels approaching from the West should keep them well on the p* 
hand. (See “Buoyage System” below). 

Another prominent feature is Gonzales Rock on the starboard s* 
close to the entrance to Rio Nunez. During daylight the hul ® 
superstructure of a wreck stranded 765 ft. bearing 049.75° from the 
Gonzales light structure is visible and may be picked up by rada’ @! 
distance of between 10 miles and 15 miles. A light buoy is 
screening the rocks and is identified as Buoy No. Vil. The true pos®” 
of the wreck is Lat. 10° 24’ 24” N., Long. 14° 41’ 18” W. 

Vessels proceeding to Port Kamsar should anchor and awal ™ 
arrival of the Pilot in the area bounded by Latitudes 10° 26’ N ® 
10° 28’ N. and Longitudes 14° 44’ W. and 14° 46’ W. 

Kamsar Buoyage System: Approaches to Rio Nunez — Sea Buoy 


(See Play 


Position om 
No. _ Shape—Colour N. Ww. Characteristic (™ 
Il Red cylindrical 10°12.3' 15° 25.5’ FL. 10 secs 4 
lll Black Platform  10°09.4' 15°12.1' GP.FL4Ev. 15ses © 
IV Red cylindrical 10° 13.5’ 15°01.5' GP. FL. 2 Ev. 10 secs 
V_ Red cylindrical 10° 19.2’ 14°52.5' GP. FL. 3 Ev. 10 secs 
VI Red cylindrical 10° 25.5’ 14° 47.5’ FL. 5 secs : 
Vil Green conical 10° 23.5’ 14°44.5' GP. FL.G4Ev. 10ses # 
Vill Red cylindrical 10° 29.5’ 14° 43.9’ FL. 10 secs 7 


Charts of the area are as follows: 
British Admiralty: 
600 Cacheo River to Iles de los. 
1560 Approaches to Rio Nunez. 
1562 Port Kamsar and Approaches. 
United States Naval Oceanographic Office: 
51580 Ponta Caio to Cap Verga. 


ce Hyd raphique de la Marine: 
5931 ‘4 Ris Grande Aux Iles des Los. 
5148 Embouchure du Rio Nunez. 
Acces au Rio Nunez. 
Abords du Port Kakande. 
gio Nunez Transit: The channel from the mouth of Rio Nunez to the 
nguxite loading wharf at Port Kamsar is 17 km. in length and 120 m. 
wide and is well marked by 19 light buoys. The channel is subdivided 
aio an inner and outer channel, the bottom of which consists of mud 


oe channel which extends from Buoys No. 1 and 2 up to Buoys 

No. 8 and 9, has a depth of 12.0 m. to 9.0 m. below reference datum 

gvel (R.D.L.) which is defined at + 0.15 m. above the lowest water 
ered (British Admiralty Tables LLWS = 0.00). 

inner channel extends from Buoys No. 8 and 9, to the bauxite 
yading whart and is dredged to 8.25 m. and 8.50 m. below Reference 
patum Level (R.D.L.). L ; ; 

The turning, waiting basin for inbound vessels is dredged to a 
ninimum of 7.75 m. below R.D.L. and extends Westward, 360 m. from 
ne bauxite loading wharf. The bottom is mainly mud and has good 
nolding ground. 
pILOTAGE: Pilotage service is compulsory for all vessels over 150 ft. 
LOA. Vessels under 150 ft. LOA will also be required to have a Pilot 
apoard on their first calls, but may be exempt thereafter by consent of 
the Harbour Master and approval of the Port Director. 

Pilots are supplied from the Director's Office. Pilots board vessels in 
the designated waiting area (See “Approaches”). When conditions are 
oo unfavourable for a Pilot to board the vessel at the designated area 
the Pilot will pass instructions by VHF radio, or loud hailer from the pilot 
poat, and the vessel will follow the pilot boat in until conditions are 

| gyitable for boarding. 
Pilot boats are fitted with VHF radio can be contacted on Channel 16. 


ANCHORAGE: See “Approaches”. 


RESTRICTIONS: Pilots are now berthing ore carriers of any size (up to 
229 m. LOA, which is the largest size of ship calling at Port Kamsar) 
during flood tide. 


MAX. SIZE: Max. LOA 229 m. Max. draft 10.0 m. 


HEALTH: Authorities board when vessel is alongside the berth. Yellow 
fever and Cholera vaccination certificates required. 


RADIO: Contact Port by Fax: (871) 1632117 or Telex: (581) 1632116. 


VHF: VHF Channels 16 and 12. Watchkeeping hours: 0800 — 1200; 
1830 - 1730 and as required. 


RDF: A Radio Direction Finder has been installed and is operating with 
the following characteristics: 
Position: 10° 39’ 41” North 

14° 36’ 25” West 


Frequency: 308 kHz 

Signal: KAM —------- 
Power: 100 Watts 

Range: 150 miles (approx.) 
Operating Time: Continuous 


TUGS: Two tugs in service (12,896 h.p., 12,850 h.p.). 


BERTHING: Located 17 km. from the channel entrance is the bauxite 

loading wharf. 

The area alongside the wharf has been dredged to a depth of 13.5 m. 
telow R.D.L. Fendering is separate from the wharf proper, and consists 
ofa number of single and double flexible steel dolphins which protrude 
4m. from the face of the wharf. 

A vessel proceeding to the bauxite wharf will normally swing off the 
eth and make fast port side to, heading seaward, during the flood tide. 
‘the berth is occupied the vessel will be anchored in the turning basin 
0 await the berth. 

There is a single loading berth at the wharf. The longest vessel berthed 
tad a LOA of 229 m., which is considered to be the maximum length 
permissible. 

The mobile shiploader has a travel of 165 m., and an outreach of 
2im. from the outside face of the fendering. It is rated at about 
4,000 tonnes/hour. 

A vessel's air draft, i.e. distance from the waterline to the top of the 

ich coaming, must not exceed 13.72 m. (45 ft.) at Highest High Water. 

Weight of bauxite loaded is determined by a formula using deadweight 
Suvey and weightometer. The weightometer is used for loading runs. 

Stowage factor of the bauxite is 28 cu.ft./long ton. 

Bauxite vessels sail from Port Kamsar during the flood tide. Maximum 

e rture draft is regulated according to tidal conditions. 

acilities for the discharge of petroleum products are also available 
the bauxite wharf. 

3 This operation is done with sets (4 sections of 8 m. long) of removable 
". flexible hoses. For the unloading of the 3 products (Bunker “C”, 
'¢sel Oil and Gasoline) 4 sets of hoses are foreseen and of the four, 

are used only for the unloading of the Bunker “C”, one for the 
loading of the Diesel Oil, and the other for Gasoline. 

ine Bunker “C” hoses feed a 16 in. line, the Diesel Oil hoses an 8 in. 

bese al ore hoses a 6 in. line. Back pressure on the above 


cage facilities on site: 1x 7,000 cu.m. and 3x 10,000 cu.m. Bunker 
5*3,000 Cu.m. Diesel Oil tanks. 

1,400 cu.m. Gasoline (petrol) tanks. 
the fe are 2 small general cargo wharves located at the entrance to 
Dot ufissa Creek. One, called “Quai Francais", where vessels of 
thly'3 00 m. LOA with a maximum draft of 6 m. may berth. As there is 


t. ‘Sm. at Lowest Low Water, these vessels will be aground at low 
er Periods. 


GUINEA 


“Quai Francais” is equipped with a heavy lift crane/derrick with a 
maximum S.W.L. of 110 tonnes. Safe Working Loads are as follows: 


Radius of derrick Lifting capacity Height under hook 
18 m. 110 tonnes 27 m. 
26 m. 75 tonnes 23 m. 
32 m. 45 tonnes 11m. 
maximum 


The derrick is also equipped with a secondary hook with a capacity 
of 20 tonnes. 

One 200 ton barge is available for loading and discharging in 
midstream. 
MEDICAL: Hospital facilities at Port Kamsar are available only on an 


mes basis. , 
TANKERS: See “Berthing”. 
DENSITY: 1013 — 1028, depending on season. 
FRESH WATER: Available in limited quantity on an emergency basis. 
BALLAST: For any vessel, only clean ballast to be discharged. No tank 
cleaning or pumping of bilges whilst the vessel is in port or its 
approaches, all the way from Sea Buoy No. 2 to berth. 
TIME: GMT. 
HOLIDAYS: New Year's Day (1st January); Second Republic Day (3rd 
April); Labour Day (ist May); Assumption Day (15th August); 
Independence Day (2nd October); Christmas Day (25th December); 
Easter Monday (variable date); Tabaski (variable date); Ramadan 
(Id il Fitri) (variable date); Maouloud (variable date). 
All Sundays are also declared Public Holidays. The President may 
also, at his discretion, declare any other day to be a Public Holiday. 
The loading of bauxite is generally continued without stoppage for 
Public Holidays. 
General cargo will not, except in special circumstances, be worked 
on above named Public Holidays. All other Public Holidays are normally 


worked. 

SHORE LEAVE: Crew members are granted shore leave. Shore leave 
passes are issued by Immigration Officer at ship’s gangway. 

PIRACY: Acts of aoe have taken place at Conakry. 
GARBAGE/WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS: None. 

CURRENCY: Guinean Franc (GF). U.S.$ 1.00 = 1,000 GF (June 1994). 
WIND/WEATHER’TIDE: In the Rio Nunez approach area waves up to 
4m. can be encountered. At the entrance to the fairway or channel they 
are generally less than 1 m. high during the rainy season, and less than 
0.5 m. high in the dry season. Waves and swell in the inner channel 
and harbour area are generally very moderate. 

The tide, in the the proximity of the buoyed channel, runs N.N.E. and 
S.S.W. at 2.5 knots under normal conditions, but can reach 4.5 knots 
during Spring tides in the rainy season. 

The flood tide runs parallel with the line of the bauxite loading wharf 
at a speed of up to 4 knots. The ebb tide, augmented by water coming 
out of the Dougoufissa Creek, runs through the bauxite wharf at an 
angle of approximately 20° at a speed of up to 7 knots on spring tides 
in the rainy season, tending to set the vessel off the wharf. It is therefore 
absolutely essential to tend moorings continuously, particularly on the 
stern of a loading vessel. 

The density of the Rio Nunez at the bauxite loading wharf varies 
between 1013 (rainy season) and 1028 (dry season) at high water. 

Port Kamsar has a typical tropical climate, which is characterised by 
two separate seasons. 

Rainy season from June to October 

Maximum rainfall is during July and August, mainly at night. 
Relative humidity is bees to 80% during the day and 90% to 95% 
at night. 

range from 17°C to 38°C, with an average of 
between 22°C to 28°C. 

Variable from between South and West, Force 
3 to 6 Beaufort Scale. Possible tornadoes from 
between North and N.E. with wind reaching 
Force 10 Beaufort Scale for short periods. 

Dry season from November to May 

Little rainfall. 
Relative humidity 


Temperatures 


Wind conditions 


is 30% to 50% during the day, and 80% to 90% 
at night. There is often coastal fog in the 
sankey 
range from 15°C to 42°C, with an average of 
between 20°C to 35°C. 
Light breezes from the. Southwest to West, 
Force 1 to 3 Beaufort Scale. 
GENERAL: Stores: Provisions are scarce and therefore not available 
to calling vessels. 
Gangways: Vessels must provide and attend their own gangways. 

A vessel berthing at the bauxite wharf should have its gangway swung 
out and ready to lower. 

Normal practice of the port is for the foot of the gangway to be heaved 
out and landed on the wharf after the vessel is fast alongside. 
Port Director's Office: The office of the Port Director is solely responsible 
for the operation of Port Kamsar, which includes the provision of 
Pilotage, tugs and launches. 

The Office acts as sole Agent for all vessels calling at Port Kamsar, 
including the normal ships business functions performed by Agents. 


SHIPMASTER’S REPORT: August 1983 (Updated 1986). 
Documents: 

1 Vaccination List. 

1 Maritime Declaration of Health. 

6 Crew Lists. 

1 Crew Declaration. 

6 Passenger Lists (If any onboard). 

6 Ports of Call Lists. 

12 Manifests of Cargo (Cargo ships only). 
2 copies Bills of Lading (Cargo ships only). 
1 Stores List. 


Temperatures 


Wind conditions 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engler, 


Agent, Doctor, Customs, Immigration, Navy Officer and Shipper's 
Representative board on arrival alongside to clear vessel. Later during 
office hours a gentleman from the Maritime Inspection Department will 
board to inspect vessel's certificates etc. On ship's first visit he will issue 
a numbered chit which should be retained for future visits. A shippers’ 
representative will board on arrival to carry out a deadweight survey. 
He usually accepts Chief Officer's figures for ballast, bunkers, fresh 
water, etc., which he should have ready. 2 Immigration and 1 Customs 
Officer live on board for the duration of vessel's stay alongside. 
Approaches: Are fairly straightforward following the pecked line route 
on Charts B.A. 600 and 1560, however this with the benefit of a ‘Satnav’. 
Currents in that area were found over several voyages to be 
unpredictable and at times quite strong. No. Ill Buoy is equipped with a 
Racon which can be detected at distances of between 13 and 18 miles 
and should be passed keeping it to the South, thence inwards keepi 
to the South likewise of Nos. IV and V Buoys (also pecked line route 
proceeding to the anchorage after passing Buoy V, or if entering port 
directly from sea to the pilot station usually about 1 mile South of No. 8 
Buoy. Here the pecked line (Charts B.A. 1560 & 1562) should be 
adhered to in order to avoid the shoal patch S.S.W. of No. 8 Buoy. 

Buoy Ill appears to be about 3 miles South of charted position and 
Buoy IV even further out of position. At the time of writing the light on 
Buoy III is extinguished, however the Racon is working well. lle Binari 
and lle Gonzales show up well on the radar. Rocher Gonzales upon 
which lies a conspicuous wreck, shows on the radar as a double blip 
and has been found most useful for obtaining fixes. Unfortunately neither 
the light or Racon on the reef work. Most of the buoys show up well on 
the radar and are visible for about 6 miles (conditions allowing). Off the 
river mouth flood tide sets Northeasterly and the ebb Southwesterly. 
Pilotage: 3 pilots available. Pilots should be called on VHF Channel 16 
about one and a half hours before arrival, they are supposed to keep a 
24 hour watch, however if many vessels are waiting at anchor this is 
not always the case. 

If berth is unoccupied, Pilot will meet vessel 1 mile South of No. 8 
Buoy and conduct vessel through an 8.25 mile channel, well buoyed, 
120 m. in width with a least depth of 8.25 m. to the inner anchorage and 
turning basin dredged to 10.0 m. Both anchors should be run out ready 
and a man standing by them for the channel passage. If entering on the 
flood tide (on which vessels must berth) immediately on entering the 
basin, vessel is swung to port and port anchor let go to one shackle (in 
water) until vessel has swung to flood, she is then dredged astern to a 
position N.W. of and handy to the berth, when anchor is weighed and 
vessel proceeds to berth. An adequately powerful tug assists in the 
operation. On weighing port anchor the starboard anchor must be ready 
in case of need on berthing. 

If berth is occupied but no other ships waiting, vessel will enter as 
above, but when in position pay out cable and come to anchor. Holding 
ground is reputed good. As vessels of or near this size must sail one 
hour before high water Pilot rejoins about 1.5 hours before high water, 
cable is shortened and vessel dredged astern as above to await the 
sailing of berthed ship. 

Anchorages: As will be seen on the charts the anchorage and pilot 
station area indicated is close to shoal water. | therefore found it 
preferable to anchor about 5 miles West of Rocher Gonzales. The 
holding ground is reputed to be good though | have never had 
opportunity to put this to the test. 

Radio: Early ETAs have to be sent via Portishead Radio, however as 
these have to pass through Conakry and overland communications are 
poor, it is not unusual for these to be lost or badly delayed. It is therefore 
important to establish communication via Kamsar Radio as early as 
possible. Our earliest has been about 3 days from the port, when | have 
considered it worthwhile to repeat the 3 day ETA direct. The evening 
watch hours seem to be the best. Agents do not reply to requests for 
‘prospects’. First advice therefore is from the Pilots. 

VHF: See “Pilotage”. 

Tugs: See “Berthing”. 

Berthing: \f more than one vessel, waiting turn, order is: Vessel berthed, 
next on turn at inner anchorage, the rest anchored outside awaiting turn. 
Turns are not necessarily in order of arrival. If a ship is without laydays 
she must wait until laydays are allotted or until ships within laydays have 
loaded even though may have arrived later. 

Bauxite Berth: An L shaped jetty extending about 6.25 cables from 
shore, it is well fendered with modern sprung fenders, depth alongside 
13 m. Vessel berths port side to the quay head to flood. Tie up, forward 
6 head ropes and 2 springs, aft 6 stern/breast ropes and 2 springs. On 
Spring tides and particularly during the rainy season, a very strong ebb 
sets at an angle across vessel's stern setting it off the quay. If need be 
the tug ‘Dougoufissa’ can be called on VHF Channel 16, either direct 
or via Pilots (depending on one's French) to stand by and/or assist by 
pushing vessel to quay. 

There is no shore gangway. Ship's gantry must be landed on quay. 
As usual the space for it to run is restricted and it must be carefully kept 
out of the way of the loader. 

Berth is equipped with a travelling loader with an outreach of 21 m. 
Max. airdraft to coamings (hatchcovers for siderollers) is 45 ft. Loading 
rate is up to 60,000 tons per day working around the clock. However 
during the rainy season and particularly if there is a run of ships, loading 
rate is limited by the capacity of the driers, about 1,500 t.p.h. for ships 
loading dry ore. 

Max. sailing draft varies with height of tide and river, and will be 
calculated by the Pilot before he leaves the ship on berthing. 

On sailing, Pilot will board 1.5 hours before high water (day or night) 
at which time vessel should be ready to single up as she must leave 
the berth promptly 1 hour before high water. 
phir Water: Available in limited quantities and on an emergency basis 
only. 

Repairs: No facilities for repairs. 

Shore Leave: Permitted. 

Crew Mail: Mail left with Agents is forwarded to Brussels direct by air 
every Monday. 
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SHIPMASTER’S REPORT: July 1991. 
Approaches: When the vessel is in the River Nunez approaches 
should be taken as the Racon on Gonzalez Rock does not work alge 

Vessels enter on the flood tide until 1 hour before H.W. 7 
Pilotage: There are 3 pilots available and in our case the SAME pip 
was used for entering and sailing. The pilot was very Competent ix, 
spoke good English. 

Once the vessel is berthed the pilot will determine the sailing drat 
Berthing: When the vessel arrives at the turning basin it is tUFNEd to pe 
and the port anchor is let go. The vessel is berthed port side alongs, 
(head out) with the assistance of a powerful tug. 

When me is necessary to use many lines, especially aft, 4, 
to the strong ebb tide (5 knots) during the rainy season (June 
November). 

The tide sets at an angle across the vessel's stern, thereby sett, 
the vessel off the quay. 

Due to tide changes, mooring lines must be tended carefully at » 
times. The pilot advised that a vessel broke her lines and drifted to 
middle of the river because they were not tended properly. 
Loading: There is one bauxite berth with good fenders. 

Due to the fast rate of loading (about 3,000 tonnes/hr.), it is 
for the vessel to deballast quickly. Vessels must enter with maxim 
ballast onboard and airdraft must not exceed 13.5 m. 

Vessels sail one hour before H.W. 

In addition to the bauxite berth there is a small commercial berth we 
a crane of.125 tonnes capacity. 

Quantity loaded is determined as follows if a weightometer is availabe 

(1) By weightometer reading if the ship's figures and shore figurg 

differ by less than 0.5% from the ship's deadweight survey, 

(2) By the average between ship's deadweight survey a 

weightometer if the difference is between 0.5% and 2%. 
(3) By the ship's doacweignt survey if the difference is more thy 
2% (in our case the difference was 4.5%). 
Fresh Water: Fresh water is not available. 
Stores: It is possible to obtain fresh tropical fruits, vegetables and fr 


AUTHORITY: Direction du Port, OFAB - Port Kamsar, P.O.Box 82 
Conakry, Guinea. Tel: (871) 1632116. Telex: (581) 1632116. FAX: (87 
1632117. Contact: Captain M.L. Cisse, Port Director. Captain K. Kats 
Harbour Master. 

Europe Contact: OFAB-Direction du Port Kamsar, c/o Boke Serve 
Co., 100 Boulevard du Souverain, 1170 Bruxelles, Belgium. Tel: 674 
7711. Fax: 660.02.03. Telex: 846-26549. 

U.S.A. Contact: OFAB-Direction du Port Kamsar, c/o Halco (Mining 
Inc., 900 Two Allegheny Center, Pittsburgh, PA. 15212, U.S.A. Tel: (412 
232-8400. Fax: (412) 237-3255. Telex: 6848055. 


NOTES 
Please also advise Shipping Guides Ltd. 
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gepublic of Guinea-Bissau 
gisSAU: 11.51 N. 15.34 W. 


pocuMENTS: 
Entrance Declaration. 
from the last Port of Call. 
ust of all Passengers on Board, either in transit or disembarking in 


issau. 
jons List. 
of the Crew Members’ Effects. 
2 Lists of Passengers’ Baggage. ; 
List of Cargo to disembark in Bissau, Baldeade (Bolama) or otherwise 
in transit to be disembarked in another port. 
ust of Cargo (inside sealed envelope). ; 
piLOTAGE: Pilot's base and radio beacon located at Caio Point, (small 
sand at the entrance of Geba’s Channel). To call the Pilots and/or the 
radio beacon, send telegram to Servicosmarguine, informing of the ETA 
Caio; pilotage is compulsory. } 
ANCHORAGE: Between Bissau and the Ilheu do Rei. 
WAX. SIZE: Draft 26 ft. 
HEALTH: Visit of Port Doctor compulsory if ship has no doctor, or if 
permission for exemption has not been requested; permission can be 
requested by radio. When needed, the health services in Bissau can be 
ysed by passengers or crew members. Yellow fever vaccinations 


red. 
RADIO: Station call sign CQF weekdays on at 0900, 1300, 1600, 
1900 hrs. GMT. Sundays 0900 and 1100 hrs. GMT. Frequency 500 kHz, 


Ow. 
TUGS: 1 tug of 320 de and 1 of 800 h.p. available. 
BERTHING: Ponte, Cais de Bissau, length 131 m., width 25m., 


8m. 
ceament 4x6 ton cranes; 2x12 ton stacker trucks; 2x4 ton stacker 
tucks; 4x 2 ton stacker trucks; 26 ton towing tractors 16 <6 ton trucks; 
1x35 ton towing tractor; 125 ton platform; 150 ton towing tractor; 
{x50 ton platform; 2 suction machines for 80 t.p.h.; 2x35 m. conveyor 
belts; 1x40 m. conveyor belt. 
STEVEDORES: 1,500 stevedores available for loading and unloading 


FRESH WATER: Available; pumping rate, 10 t.p.h. 

FUEL: Diesel available; pumping rate, 6 t.p.h. 

CONSULS: Algeria, Brazil, China, Cuba, Egypt, France, Germany, 
_ Democratic Republic of Korea, Lebanon, Libya, Netherlands, Nigeria, 
| Portugal, Russia, Sweden, U.S.A. 

REPAIRS: Small repairing work can be done on machinery or ship's 
hull. 
AIRPORT: 7 km. from Bissau; 2 flights to Lisbon per week, 1 flight per 
rst to Moscow, 1 flight per week to Algiers and 4 flights per week to 

akry. 
TME: GMT minus 1 hour all year round. 
HOLIDAYS: National Holidays: 1st January; 20th January; 8th March; 
ist May; 3rd August; 24th September; 14th November; 25th December, 
Days of Ramadan and Tabasky. 
POLICE/AMBULANCE/FIRE: Police, tel. 213957; Fire, tel. 118. 
TELEPHONES: Line connection land-ship, if requested to the Post 
Office Authorities. 
DEVELOPMENTS: “T” shaped general cargo pier length 290 m. with 
head length 260 m. under construction. 


SHIPMASTER’S REPORT: November 1979. 
Vessel from Dakar; bound for Bissau. Speed 14 knots, draft 6.10 m. 
Report on the River Entrance to Bissau: 
The vessel was proceeding on course 172° (T) and positions taken at 
‘nous intervals as follows: 

0920 hrs.: Cabo Roxo Lt. Ho. Brg. 054° (T) x 20.5 miles 

0930 hrs.: Cabo Roxo Lt. Ho. Brg. 047° (T) x 22.0 miles 

At 0920 hrs. minimum sounding was taken at 4.0 m. under the keel 
and Westerly set was applied. 

At 0930 hrs. the vessel altered course to 137° (T). 

1025 hrs.: Pta. Cabaceira Pt. Brg. 081° (T) x 31 miles 

1145 hrs.: Pta. Cabaceira Pt. Brg. 057° (T) x 26.1 miles 

1210 hrs.: Pta. Cabaceira Pt. Brg. 048° (T) x 21.5 miles 
Hag 0930 hrs. onwards, poor fixes due to poor radar targets of land 

From 1020 hrs. the vessel steered various courses to the Fairway 
Buoy at Lat. 11° 47.3’ N., Long. 16° 41.8’ W., due to strong currents. 

At 1145 hrs. Fairway Buoy was found not in position and the vessel 
aiered course and steered heading for pilot station at Caio Island. Caio 


‘sland Western Point was picked up on radar at about 16 nautical miles. 


Visibility throughout was — and poor, about 3-4 nautical miles due 
0 sand dust. Radio beacon at Caio Island was not working. Aero Radio 
acon at Bissau appeared to be unreliable. 
1345 hrs.: Vessel anchored South of Caio Island awaiting Pilot. 
Ll hrs.: Pilot onboard. 
a Station at Caio Island had no VHF or other possible means for 
Pacation with the vessel. Vessel had to anchor and await Pilot. 
lie boat is small with a weak engine and at times not working. 
Me ilot may have to be picked up by own lifeboat. The River Pilot did 
oe eet any English, only Portuguese and was unable to give proper 
"s to the heimsman. Navigation in River Geba to Bissau was mostly 
tn by the vessel's officers. Entrance and departure from Bissau 
dank be done during the night, as most lights and buoys are unlit. On 
li ‘sccm “ie vessel has to anchor 4 cables N.E. of the jetty and 
r Pilot. 
es hrs.: Vessel anchored at Bissau, 4 cables N.E. of jetty. 
hrs.: Vessel berthed at Bissau, starboard side alongside the jetty. 
Ube srbour Pilot was able to communicate in English. Berthing and 
35 knots) 'S preferred on flood tide. Current alongside berth up to 
. Maximum depth alongside at low water was 20 ft. 3 soundings 
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were taken at low water alongside the wharf: West end: 7.40 m., middle: 
6.10 m., East end: 9.30 m., length of wharf 131 m. 

Discharging was slow. The vessel stayed 4 days in port to discharge 
1,364 tonnes flour in bags of 50 kg. Cargo worked from 0800 hrs. to 
2300 hrs. daily. No cargo work at night due to heavy pilferage from the 
cargoes, ship's watchmen were kept in all hatches during discharging. 
Day of Departure: 

0715 hrs.: Vessel left berth. 

1210 hrs.: Vessel anchored at Caio Island. 

1220 hrs.: Pilot disembarked by ship's lifeboat. 

1305 hrs.: Vessel continued voyage. 

On departure the pilot boat at Caio Island was not working and the 
vessel had to use her own lifeboat to disembark the Pilot. 

Max. Size: LOA 131 m. 

Anchorage: Good anchorage 4 cables N.E. of the wharf. Depth 6 — 7 
fathoms, holding ground was good. 

Pilotage: Pilot station on Caio Island which is 50 nautical miles West of 
Bissau. Request for pilotage is compulsory, via Agent. 

Restrictions: Entry by night is difficult as most lights are unlit and the 
current rises at up to 3.5 knots on the flood and ebb tides, also the 
navigation aids are poor. 

Tugs: Not available. 

Berthing: Length of wharf 131 m., depth alongside at LW 20 ft. (FW). 
Cargo Handling Facilities: General cargo only handled, there are no 
lighters, container or Ro/Ro facilities. 

Cranes: 2 mobile cranes, maximum capacity 15 tonnes. 

Repairs: Not possible. 

Fuel: Not available. 

Fresh Water: Supply to the wharf is unreliable. 

General: Provisions not available. 

Medical: No services available. 

Airport: There is a twice weekly air service from Bissau to Europe. 
Distance to airport 7 km. 


SHIPMASTER’S REPORT: December 1988. 

Vessel proceeded from Las Palmas to Bissau. Speed 13 knots. 
Draft 5.8 m. 

Report on the River Entrance to Bissau: Steer true course 177° until 

vessel crosses the 100 fathom line at position Lat. 12° 26’ N., Long. 

17° 30’ W. From this point steer true course 148° until the vessel again 

crosses the 100 fathom line at position Lat. 12° 11’ N., Long. 17° 20’ W. 

Buoy) this position steer true course 124° to Buoy Geba-A (Fairway 
uoy). 

From position Lat. 12° 11’ N., Long. 17° 20’ W. vessel's position was 
ascertained by radar, using Cabo Roxo which was visible on the radar 
up to 40 miles; the Baixos do Rio Grande light, which was visible on 
radar up to 30 miles; Ilha da Jeta which was visible up to 30 miles and 
the Buoy Geba-A (Fairway Buoy) which was visible on radar at 12 miles. 

On reaching the Fairway Buoy, vessel alters course towards the pilot 
station at Caio Island. The minimum depth by echo sounder under the 
keel was 4.5 m. sro currents of up to 5.5 knots were experienced. 

The pilot station at Caio Island has no means of communication with 
either the vessel or the Port of Bissau. River Pilots are therefore never 
advised of vessel's arrival in advance. 

When the vessel arrives at the pilot station, the vessel's lifeboat/rescue 
boat, is to be used to pick-up the pilot as the pilot boat has frequent 
engine breakdowns. The approach to Caio Island is very dangerous due 
to many breakers, wrecks and strong currents. 

The River Pilot only speaks “Crioulo” (Creole), which is a local dialect, 
and a very few words of Portuguese. He is therefore unable to give 
proper orders to the helmsmen. 

All navigation in the Canal do Geba has to be done by the ship's 
Master. The pilot does not assist in any way. 

Entry and departure from Bissau is dangerous, especially at night, as 
the East Cardinal buoy off Banco do Meio is missing and most other 
buoys are unlit. 

On arrival, vessels anchor at Bissau Inner Roads, which are 4 cables 
Northeast of the jetty, and await the harbour pilot. 

The harbour pilot was able to communicate in English but was unable 
to show on the chart where the vessel was to berth. 

Berthing/unberthing is preferred on the flood tide. 

Vessel anchored in the Roads at 1930 hrs. and berthed alongside at 
2300 hrs. 

All jetties are unlit, so vessel had to use Suez Canal searchlight when 
approaching the berth. 

Minimum depth under the keel when approaching the berth was 2.0 m. 
Currents alongside the berth are up to 3.5 knots and range of tide up 
to 5.0 m. 

The vessel has to provide a cabin for the River Pilot as he stays on 
board the vessel during the whole time alongside. 

When vessel was due to leave, the Harbour Pilot was standing-by on 
another vessel so we left port without a Harbour Pilot. On approaching 
Caio Island we again had to use our lifeboat/rescue boat to land the 
River Pilot. 

Pilotage: Compulsory. Request for pilot to be made to the vessel's local 
agent. The pilot station is located at IIlheu do Caio which is about 
50 nautical miles West of Bissau. 

Anchorage: The Canal do Geba has good holding ground and plenty of 
room. 

Restrictions: Night navigation is not recommended as most of the lights 
are either missing or unlit. 

Tugs: None available. 

Berthing: The old cargo jetty is 131 m. in length and has a minimum 
depth alongside of 6.3 m. 

The new cargo jetty, which is soon to be operational, has a length of 
approximately 280 m. 

Cargo Handling Facilities: Ship's cranes or derricks are to be used. 
1 forklift of low capacity available. General cargo can be loaded on to 
the quay but all containers must be loaded direct on to trucks. 
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Stevedores: The working hours are from 0800 hrs. to 2300 hrs. Night 
work is possible, but pilferage increases considerably during night time. 
Repairs: Not possible. 

Agent: Messrs. Guinemar S.A., Rua Guerra Mendes 4/4a, Bissau. 
Tel: 213022/3. Telex: 0969-276. 

Note: Only the agent has VHF in Bissau (range up to 30 nautical miles). 


AUTHORITY: Junta Autonoma dos Portos da Guine-Bissau, 
P.O.Box 382, Bissau, Guinea-Bissau. Te/: 2797 (Administrator's Office), 
2783 (Secretariat). Cables: Porto, Bissau. Contact: Port Director. 

Secretario de Estade dos Transportes, C.P. 306, Bissau, Guinea- 
Bissau. Te/: 212583. Telex: 263 MTT BI. 
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guyana 
esSEQUIBO RIVER (Bartica): 06.24 N. 58.37 W. 


pocUMENTS: See “Georgetown”. 
pLOTAGE: Pilots are stationed at Georgetown. ETA to be given 
in advance to pilot station. Pilotage compulsory. Pilot 
black cutter 5 cables N.W. of the Outer Georgetown Light. 
essequibo Light (steel framework tower with red and white horizontal 
sands) marks seaward end of Essequibo Main Ship Channel. Vessels 
» vicinity of Demerara Pilot Station should listen for pilot boat on VHF 


spgnnel 16. 

2eTRICTIONS: The Essequibo Bar is composed of hard mud and 
The least depth of water is 3 ft. less than for Demerara Bar. 

should not attempt to cross the Essequibo Bar drawing more 

tan 3 ft. less than that predicted for the Demerara Bar. 

yAX. SIZE: Controlled by Bar draft predictions. 

yEALTH: Pratique given at Georgetown when Pilot boards. If vessel is 

suspect OF infected, Master to advise Harbour Authority by radio before 


! 
_ : Demerara Radio call sign 8RB operating on 2182 kHz. 
Georgetown Lighthouse operates VHF Channel 16 and HF 2738 kHz 
au hours a day. Also SSB 8281.2 kHz. 
TUGS: Not available. : 
WEDICAL: Hospital at Georgetown and Bartica. 
DENSITY: 1000, fresh water. 
FRESH WATER: Not available. 
FUEL: Not available. 
CONSULS: At Georgetown. 
REPAIRS: Government dry dock situated at Mazaruni, approximately 
«miles up river at junction of Essequibo and Mazaruni Rivers. Extreme 
mensions: 160 ft. by 35 ft. 
OPENING/CLOSING HATCHES: By ship's crew. 
CUSTOMS ALLOWANCES: Up to 200 cigarettes and 1 bottle wine or 


| gints per man. Only 40 cigarettes may be taken ashore at any time. 


AUTHORITY: Transport and Harbours Department, Water Street, 
Sabroek, Georgetown, Guyana. Tel: 02-67842. Cables: Transport 
Guyana. Contact: Captain A. Haynes, Harbour Master. 


GEORGETOWN: 06.49 N. 58.10 W. (See Plan) 


PORT LIMITS: Seaward by an arc of a circle with radius 1 nautical mile, 
wth the Georgetown Lighthouse as centre. 
DOCUMENTS: 
Certificate of Registry. 
8 Crew Lists. 
8 Provisions and Stores Lists. 
4 Passenger Lists. 
customs Documents: 
2Reports of Ship’s Stores (Form C1). 
2Usts of Crew Personal Effects (Form C2). 
i List of Unmanifested Cargo (Form C3). 
12 Health Declaration Forms (W.H.O.2) 
Health Documents for Crew (1 copy for each crew member). 
5 Cargo Manifests. 
5 Bilis of Lading. 
*LOTAGE: Vessels apply for Pilots through local Agents or direct to 
Nel Pilot, Georgetown, through “Demerara Radio, 8 Romeo Bravo”, 
‘fours in advance of ETA at pilot station when vessel is proceeding 
‘” Georgetown Harbour. Pilot boarding ground is in Northwestern 
“rant of circle with radius 5 cables and centre the Outer Georgetown 
“ft. Normal international day or night signals for “I require a Pilot” are 
40. All pilot cutters are painted black (hull) and white (superstructure) 
"the word “Pilot” painted in white on black ground. Cutters are 
Spoximately 60 ft. in length. 
ANCHORAGES: There are 5 with a least depth of approximately 20 ft. 
VUNS named A to E from North to South. Vessels are safely anchored 
Hany of the above anchorages 1.5 cables to 2 cables from Georgetown 
~ line. Bottom is soft mud and provides good holding ground. 
STRICTIONS: No entry restrictions except those on Stat imposed 
the bar at estuaries. 
mien Draft 30 ft. 08 in. 
"SALTH: Radio Pratique is not given, and Pratique is only given at 
**1getown. This normally involves a visit from the Health Authorities 
a vessel is clear. If a vessel is “suspect” or “infected”, Master should 
i‘ Harbour Authority by special message through Demerara Radio 
‘a Sorgetown Lighthouse and await advice of Port Health Officers; 
awhile, if in the vicinity of Georgetown, vessel may anchor at the 
quarantine anchorage near the Outer Georgetown Buoy as 
rt aa the limits of the port without the authority of the Ministry of 
€DIO-. prohibited if the vessel is suspect or infected. 
Ft Name of radio station “Demerara Radio”, call sign “8RB", 
rig Standing by on 2182 kHz., will give latest weather report or RDF 
if Hi on request. Georgetown Lighthouse operates VHF Channel 
Moan ee and SSB 8281.2 kHz. 
Nine NO service available. 
Howey At present, vessels dock stem on to the tide without aid of tugs. 
XERTHIA tugs could be provided if urgently required. 
Owned : There are 6 main wharves privately and government 
tgh inated along the river frontage at Georgetown and varying in 
tie yn 210 ft. to 730 ft. Depths alongside range from 16 ft. to 20 ft. 
, Out as the bottom is soft mud vessels may safely lie aground 
"RANES. Ships work cargo with their own appliances. 
* Heavy lift cranes of 25 tons available. Ship's gear has to be 
No floating cranes. 
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BULK HANDLING FACILITIES: The sugar berth is 416 ft. in length with 
least depth alongside of 18 ft. MLWS and can accommodate vessels 
up to 530 ft. in length. Loading rate is 500 t.p.h. using 2 chutes. Vessels 
should not be more than 63 ft. beam. 
BRIDGES: Demerara Harbour Bridge: Floating bridge with retractor 
span situated 4.2 miles from mouth of river. Arrangements for passing 
are made by Agents. Bridge operators keep radio watch on VHF Channel 
16. 
STEVEDORES: Ship's Agent normally arranges for gangs in 
accordance with cargo plans or Master's cable advice. Gangs are 
unionised. Stevedores work around the clock every day of the week 
though they are paid overtime between hours of 1600 and 1900 and 
they earn time-and-a-half or double time on public holidays according 
to which one of the 12 public holidays they work. 
MEDICAL: No special advance notice of required medical attention is 
necessary, and hospital facilities are always available. 
TANKERS: There are no residue discharge facilities at this port. There 
are 4 tanker berths in the Georgetown area. 

Rome Terminal (Shell) — depth alongside is 18.5 ft. 

Ramsburg Terminal (Esso) — depth alongside 16 ft. 

Ramsburg Terminal (Texaco) — depth alongside 18 ft. 

Providence (Guyoil) — depth alongside 8.5 ft. 

Size of pipelines: 6 in. 
DENSITY: Average density in port is 1015, though during the rainy 
season (March-May; October-December) density of water may be as 
low as 1000 at LW in the harbour. 
FRESH WATER: Fresh water is available, and is delivered alongside. 
The ship is required to pay for labour, overtime, etc., involved in the 
delivery. 
FUEL: In case of emergency, providing advance notice is given by 
Master, vessels may be partially bunkered at any of Shell, Texaco or 
Esso installations. Vessels may be required to go alongside 2 hours 
before HW and leave not later than 1 hour after HW at the above- 
mentioned installations. Grades of fuel available are “Bunker C” and 
diesel fuel. 
FIRE PRECAUTIONS: There are no stated precautions other than 
regulations against pumping out residual heavy oil (e.g. “Bunker C’”). 
Ships having cargoes of ammunition, high explosives, dynamite, etc., 
are required by Harbour Regulations to anchor North of Georgetown 
Lighthouse prior to proceeding alongside wharf to unload and/or 


proceeding up river. 

CONSULS: (and Embassies) 
Belgium France Netherlands 
Brazil Germany Norway 
Canada India Panama 
China Italy Sweden 
Colombia Jamaica Trinidad & Tobago 
Costa Rica Japan United Kingdom 
Cuba Korea U.S.A. 
Denmark Libya Venezuela 
Egypt Mexico Yugoslavia 


REPAIRS: Every type of deck or ba led repair is undertaken at Guyana 
National Engineering Corporation (GNEC) Dry Dock. Above waterline 
and engine-room repairs of any type are undertaken on vessels 
exceeding the dimensions mentioned below while vessel is anchored in 
the stream. Also see “Dry Docks”. 

DRY DOCKS: GNEC Dry Dock: A graving dock 210 ft. x 37 ft. 9 in. at 
entrance situated South of GNEC No. 2 Wharf, which is State owned 
and operated on normal commercial lines. 198 ft. length of dry dock is 
on blocks. Breadth: top 46 ft. 4 in., bottom 40 ft. 9 in., depth on sill at 
HWOST 92 ft. 

Government Dry Dock: Situated at Mazaruni approx. 40 miles upriver 
at junction of Essequibo and Mazaruni rivers is a graving dock and has 
extreme dimensions of approx. 160 ft. x 35 ft. 

SURVEYORS: Lloyd's and Bureau Veritas. No cargo inspectors 
available. 

GANGWAY/DECK WATCHMEN: Services of watchmen are 
compulsory and are obtained through a watchman's pool by ships’ 
Agent. 

PIRACY: Armed gangs of robbers have boarded vessels from shore 
and from canoes and stolen quantities of ship's stores. 
OPENING/CLOSING HATCHES: Normally carried out by ship's crew. 
CUSTOMS ALLOWANCES: Each crew member is permitted up to 200 
cigarettes aboard held out of bond, but is only allowed to take ashore 
40 at any time. Only on a final discharge would a member of crew be 
permitted a tobacco allowance of half-a-pound. Each crew member is 
allowed to keep out of Bond, 1 (one) bottle of wine or spirits, but is 
prohibited from taking any of it ashore. Each member of crew is allowed 
tax-free only one-sixth gallon wine and one-sixth gallon spirits when he 
is finally discharged. 

CARGO GEAR: Ship's gear. 

REPATRIATION: Arrangements normally made through ship's Agents. 
AIRPORT: Timehri International Airport is situated approx. 30 miles 
South of Georgetown with highway connection and is served by many 
intercontinental airlines. 

TIME: 3 hours behind GMT. No alterations made to clocks during the 


year. 
HOLIDAYS: New Year (January 1st); *Eid-ul-Ahza; “*Phagwah; Republic 
Day (February 23rd); Good Friday; Easter Monday; Labour Day (May 
1st); “Youman Naubi; Caribbean Day (July 5th); Commonwealth Day 
(First Monday in August); “Deepavali; Christmas Day (December 25th); 
Boxing Day (December 26th). “Religious holidays are variable. 
POLICE/AMBULANCE/FIRE: Tel. 999. There are Police/Ambulance/ 
Fire Stations on the waterfront. 
TELEPHONES: Could be arranged through Coast Station 8RB. 
BANKS: Chase Manhattan Bank N.A., Bank of Guyana Building, Church 
Street, Georgetown, P.O.Box 101080, Telex: Chase Bk, GY 2222. 
Barclays Bank Int. Ltd., 48 Water Street, Georgetown, Telex: Barclay 
GY 2248. 
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STORING: See “Prelims”. 
(1) Yes. 
(2) Yes. 
(3) Yes. 
(4) Yes. 
(5) Yes. 
(6) Yes. 
SHORE LEAVE: Granted by Immigration Boarding Officer. 
IDENTIFICATION CARDS: Not required. 
DELAYS: Only when berths are occupied. 


SHIP’S OFFICER’S REPORT: September 1988. 

During vessel's stay in Georgetown | was able to gather the following 
information: 

In a major step towards promoting the export of Bauxite, the Guyanese 
government has charted the Panamanian flag vessel M.V. 
“Arrowcane II", for an initial period of 5 years. This vessel will be a silo 
ship for transhipment of Bauxite. 

She will be permanently moored in position Lat. 06° 49’ N., Long. 
58° 10.5’ W. (approximate), heading North (See “Plan”). 

The “Arrowcane II" has been converted into a self-loading/discharging 
silo ship. She has an arrangement for Cecnerong barges on her port 
side using on-board grabs, and then loading larger ships on her 
starboard side using a conveyor belt. She also has “Yokohama type” 
fenders on her starboard side. 

Initially there was a draft restriction for vessels loading Bauxite at 
Linden (06° 01’ N., 58° 18’ W.) (up the Demerara River), so it was not 
possible for large vessels to take a full load. With the establishment of 
this silo ship at the mouth of the river it will be possible to load vessels 
to a deeper draft. 

It was not possible to get other details about the loading draft 
restrictions, loading rates, etc., as the silo ship was still not operational 
when we left Georgetown. The 4 buoys have been laid and M.V. 
“Arrowcane II” was to carry out the “mooring operation” within a few 
days and become fuily operational after 2 weeks. 


SHIPMASTER’S REPORT: November 1989 and December 1989. 
Charts: B.A. Charts No. 519, 527, 533 and 572. 
Documents: 

3 copies Crew Personal Effects List. 

3 copies Bonded Stores List. 

3 copies Provisions List. 

2 copies Unmanifested Cargo. 

1 copy Maritime Declaration of Health. 

8 copies Crew List. 

Port Officials: The Port Officials boarded at the berth and the party was 
large for a small vessel. The bond was sealed after gratuities given out. 
Pilotage: The pilot boards at the Pilot Buoy (which was unlit at the time 
of our visits) from a large cutter with a black hull and white upper works 
with “Pilot” on the side. The name of the vessel was “Lady Young” and 
it was similar in appearance to a small tug. 

There is a shortage of pilots as they are also required for Berbice and 
Essequibo, so it is usual for a pilot to transfer from an outward bound 
vessel to an inward bound vessel, and as this is the case, there are 
quite often long delays. Change of pilot takes place off the town. 

A 24 hour pilot service is operated from Georgetown to the sea as 

long as the jeocind. lights are operating. 
Approaches: The headland on Pomeroon River is conspicuous on the 
radar at 20 miles. The tower and factory at Devonshire Castle Flats/ 
Anna Regina are conspicuous on the radar at 25 miles. The town of 
Georgetown is also conspicous at 25 miles on the radar. 

The wreck just North of the Pilot Buoy in position Lat. 07° 00.8’ N., 
Long. 58° 02.9’ W. is no longer visible at low water. 

The Demerera D/F Beacon is very unreliable and the Georgetown 
light was not operating at the time of our visit. 

Anchorage: November 1989: Vessels anchor just North of the Pilot Buoy 
in a depth of approximately 4 fathoms. The bottom is mud and there is 
a large groundswell. 

December 1989: Whilst waiting for the Sea Pilot for the outward 
passage we used the River Anchorage and anchored in Position “C”. 
The River Pilot advised us to use 4 shackles in the water. Whilst at this 
anchorage a good watch should be maintained as thieves may try to 
board the vessel. 

Channel: There are very few buoys left in the Channel and the pilot uses 
the leading marks day and night. 

The old front leading mark has been moved to behind the rear mark 
(225° x 0.85 miles behind the original rear mark). 

The Channel from the Pilot Buoy to the ship silo is 200 ft. wide and 
is aligned 045°/225°. The Channel has recently been dredged to 
20 ft. 6 in. at chart datum (19 ft. 6 in. MLWS), although it was found to 


be silting to 17 ft. chart datum. There is a lot of mud/silt in suspension. 


Radio/VHF: In November 1989, Georgetown Lighthouse Radio was first 
oa on VHF Channel 16 at a distance of 30 miles, working Channel 
421 

We were not able to contact Demerera Radio (8RB) prior to contacting 
Georgetown Lighthouse Radio, although another vessel reported 
making contact with the station at a distance of 120 miles on 2,558 kHz./ 
2,049 kHz. 

Whilst at anchor we worked Demerera Radio on 2,558 kHz./ 
2,049 kHz. The station was very helpful. 

The pilot launch “Lady Young” works on VHF Channel 16 but will 
switch to Channel 14 if required. 

In December 1989, we made contact with Demerera Radio at over 
100 miles (calling 2,182 kHz., working 2,258 kHz./2,049 kHz.). It is in 
order to make a local call to the Agent. 

Berthing: Shell (November 1989): We berthed on the sea side of the 
Shell pontoon bridge at high water. Our draft was 4.4m. and we 
experienced no difficulties going alongside. We unberthed one hour 
before low water with a draft of 4.1m. and again experienced no 
difficulties even though the echo sounder indicated no water under the 
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keep until we were 10 m. off the berth, where the depth was 7 On, 
datum until we were abeam of Georgetown Lighthouse. ' 

We berthed head out starboard side alongside. 

The moorings consisted of 2 head/stem lines and 1 spring a 
end. The mooring lines are run by the boat which was very Cfficien 
The tidal range at the berth is about 2.0 m. The depth alongsig, 
chart datum was found to be about 4.0 m. ' 

Berthing and unberthing is affected day and night. 

A searchlight is very useful when berthing and unberthing, 
Shell/Texaco (December 1989): Pilots are not keen to berth or Unies 
at Shell (called ‘Rome’ on documents) and Texaco (called ‘Ramsby 
on documents) at slack low water. At low water the forward Moorings, 
at Texaco is dry so the mooring boat would be unable to get alongs, 
the pile. 

Pilots prefer to dock 2 hours either side of low water at Texaco » 
about one hour either side of low water at the Shell berth. 

The depth at the Texaco berth is greater than at Shell, 4.5 m. ato, 
datum. At both Shell and Texaco, vessels berth head out starboard, 
to. 

The Texaco berth is made up of wooden pilings and a platform » 
is about 80 m. in le . Parts have recently been renewed. Ase 
is necessary for night mooring. The after moorings at the Texaco be 
are sent to a staghorn. 

The official opening times of the pontoon bridge appear jp), 
0300 hrs,, 1100 hrs., 1600 hrs. and 2300 hrs., although these times» 
liable to change if power is not available. They will also open at of 
times for river traffic if power is available. 

Cargo: Shell (November 1989): The ship's portable flexible hose » 
used for discharge. The capacity of the shore tank is 180 tonnes. 

The maximum back pressure allowed is 12 Bar and with 2 pumps» 
averaged 40t.p.h. (LPG mix 80/20). The ship's radio was use; 
communicate with the shore during cargo operations. 

Check for leaks were made prior to commencement of dischay, 
and hot gas was used for 10 minutes on completion. No difficulties ye 
encountered. 

The shore Surveyor checks the shore tanks and then boards» 
vessel on completion. 

Texaco (December 1989): Texaco have 9 horizontal cylindrical tay 
for ambient storage of LPG (5 = 660 bbis. and 4 x 160 bbls). ) 
maximum back pressure allowed at the berth is 150 p.s.i. (10 Bar). The 
are LPG shipments to the Texaco berth every 3 weeks. White ols» 
also handled at this berth. 

The Esso berth which is 0.25 miles upstream of the Texaco bet) 
of similar construction. 

General: \t is advisable to keep all cabins and lockers locked ani: 
none objects under lock as many “visitors” are likely to boards 
vessel. 

We employed 2 guards, larger vessels should employ more gua 

There are 2 tanker berths upstream of the pontoon bridge, theses 
operated by Texaco and Esso. The Pontoon bridge is only 
occasionally opened for sea-going vessels as there is a lack of elem 
power to operate the winches. 

All lights, including Georgetown Lighthouse, but excluding the leat 
lights are extinguished. 

Bauxite vessels with maximum draft of 18 ft. can transit the 55m 
up river to Mackenzie, but during day time only and on a flood tide 

There is a silo ship at fixed moorings to the West of the main Chant 
abeam of Georgetown Lighthouse. It is moored bow out. Vessels # 
a draft of 30 ft. can be handled at the silo vessel at MHWS and 28 ff 
at normal high water. 

Fresh water is only available at one general cargo berth in the 

It was possible to make an international call from the Tower H# 
near the Cathedral. The cost to Europe is about U.S.$1.60 per mnt 

It is very important to make a thorough stowaway search pro! 
departure. 


SHIPMASTER’S REPORT: February 1990. 

Berth: Esso Ramsburg. 

Position: Lat. 06° 45.2’ N., Long. 58° 11.25’ W. (BA Chart No.519) 
Berthing: The berth is on the East bank of the River at Georgelow 
is 100 m. long and is at the present time being refurbished with @* 
hardwood and logs. 

The depth alongside at MLW is 14 ft. This depth extends to 100%! 

the jetty. 
Cargo: Mogas is handled by a 6 in. line to a tank of 15,000 bbls. & 
Oil is handled by a 6 in. line to a tank of 18,000 bbls. and Av. #! 
handled by a 4 in. line to a tank of 6,200 bbls. Lube Oils are also has® 
There are no facilities for handling of LPG. 

Shore hoses are used and a pumping rate of 1,700 bbis./hr. ca? 
achieved. On completion of operations, ullages, temperatures and"® 
dips are taken, ship's forms used. 4 
aa Vessels berth port or starboard side alongside, depend’ 

e tide. 

Ship's gangway was difficult to land at low water. 

Berth: Guyoil Providence. 

Position: Lat. 06° 45.65’ N., Long. 58° 11’ W. (BA Chart No.519) 
Berthing: The berth is operated by Guyoil Providence who are a? 
oil distribution company. The berth is 50 m. long and is co r ; 
hardwood, logs and planks. The depth alongside at MLW is 125". 
Cargo: There is 1 dual purpose 6 in. line for Av. Jet and Gas® 
and1 x6 in. line for Mogas. There are 4 tanks, 15,000 bbl. for ME 
15,000 bbl. for Av. Jet and 15,000 bbl. and 1x 10,000 bbl. #*" 
Gas Oil. There are no tanks for LPG. 

Shore hoses were used for discharge operations. 

A water flush is required between Av. Jet and Gas Oil and vice? 
General: Vessels berth port or starboard side alongside, ; 
tide. 

AUTHORITY: Transport and Harbours Department, Water oF 
Stabroek, Georgetown. Tel: 02-67842. Cables: Transport - Gur 
Contact: Captain A. Haynes, Harbour Master. 


# 
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yNDEN: 06.00 N. 58.17 W. NOTES 
Please also advise Shipping Guides Ltd. 
ENTS: See “Georgetown”. 
OTAGE: Pilotage compulsory. Pilots are stationed at Georgetown. 
er io be given 12 hours in advance to pet station. Pilot boards from 
éTA cutter 5 cables N.W. of the Outer Georgetown Light. 
— Georgetown to Linden and Linden to Georgetown, pilotage not 
. but advisable to use G.N.E.C. Pilots. 
2H TCTIONS: Governed by depth of water at Demerara River Bar. 
entrance normally at HW. Max. speed limit on the river is 10 knots. 
iNCHORAGES: Vessels proceeding to Linden in ballast and drawing 
than 15 ft. may anchor beyond Southern limit of Georgetown. 
pepths 16 ft. — 18 ft. MLWS. 
SIZE: Draft 21 ft. 6 in. 
TH: Pratique given at Georgetown by Health Authorities. If vessel 
gsuspect OF infected, Master to advise Harbour Authority by radio before 


| nee. Demerara Radio call sign 8RB operating on 2182 kHz. 
lf Lighthouse operates VHF Channel 16 and HF 2738 kHz, 

nours a day. Also SSB 8281.2 kHz. 
1UGS: Not available. : : 
BERTHING: There are 2 bauxite berths accommodating vessels of up 
9570 ft. One loader for metal grades has an airdraft of 29 ft. 8 in. and 
sboading rate of 800 t.p.h. The second loader for calcined bauxite has 
yw airdraft of 34 ft. and a loading rate of 350 t.p.h. 

The Alumina berth has a travelling tower with an airdraft of 64 ft. and 
sloading rate of 400 t.p.h. Max. beam of vessel 85 ft. 
WEDICAL: Hospital at Georgetown. 
DENSITY: 1000, fresh water. 
#RESH WATER: Can be supplied. 
FUEL: Can be supplied. 
CONSULS/REPAIRS: At Georgetown. 
OPENING/CLOSING HATCHES: By ship's crew. 
CUSTOMS ALLOWANCES: Up to 200 cigarettes and 1 bottle wine or 
suits per man. Only 40 cigarettes may be taken ashore at any time. 
AUTHORITY: Transport and Harbours Department, Water Street, 
Sabroek, Georgetown. Te/: 02 — 67842. Cables: Transport Guyana. 
Contact: Captain A. Haynes, Harbour Master. 


NEW AMSTERDAM (Everton, Berbice): 
06.14 N. 57.31 W. 


DOCUMENTS: See “Georgetown”. 
PLOTAGE: Pilots are stationed at Georgetown. ETA to be given 
uhours in advance to pilot station. Pilotage compulsory. Pilot 
soardsfrom black cutter 5 cables N.W. of the Outer Georgetown Light. 
RESTRICTIONS: The Berbice Bar is composed of fairly hard mud. 
| nerd cross the Berbice Bar on even keel (reported to be dredged 
014.8 ft. 
WAX. SIZE: Controlled by Bar draft predictions. 
HEALTH: Pratique given at Berbice by Health Authorities. If vessel is 
on or infected, Master to advise Harbour Authority by radio before 
atival. 
fADIO: Demerara Radio call sign 8RB operating on 2182 kHz. 
ssgetown Lighthouse operates VHF Channel 16 and HF 2738 kHz, 
&hours a day. Also SSB 8281.2 kHz. 
TGS: Not available. 
ING: The Bauxite Berth is about 1,500 ft. long, and has a fixed 
i arm with an average loading rate of 500 t.p.h. The airdraft is 


There is a strong ebb current of about 4-5 knots, although the flood 
‘s at about 3 knots. 
WEDICAL: Hospital at Georgetown. 

: 1000, fresh water. 

*RESH WATER: Can be supplied. 

EL: Can be supplied. 

LS/REPAIRS: At Georgetown. 

PENING/CLOSING HATCHES: By ship's crew. 
CUSTOMS ALLOWANCES: Up to 200 cigarettes and 1 bottle wine or 
ii per man. Only 40 cigarettes may be taken ashore at any time. 
QaHORITY: Transport and Harbours Department, Water Street, 
*20ek, Georgetown. Tel: 02-67842. Cables: Transport Guyana. 
“ntact: Captain A. Haynes, Harbour Master. 
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Please also advise Shipping Guides Ltd. 

DEGRAD-DES-CANNES (Main Port): 04.51 N. 52.16 W. 
LE LARIVOT (Secondary Port): 04.54 N. 52.22 W. 
CAYENNE (Secondary Port): 04.56 N. 52.20 W. 
KOUROU (Secondary Port): 05.09 N. 52.40 W. 
SAINT LAURENT-DU-MARONI (Secondary Port): 
05.30 N. 54.02 W. 

(See Plan) 


LOCATION: Degrad-des-Cannes — 15 km. from Cayenne. 
Le Larivot — 10 km. from Cayenne. 
Kourou — 60 km. from Cayenne. 
Saint-Laurent-du-Maroni — 250 km. from Cayenne. 
PILOTAGE: Notice of ETA and request for a Pilot no less than 24 hours 
before ETA at Degrad-des-Cannes Channel Buoy and 48 hours for 
Saint-Laurent and Kourou. 
Station de Pilotage de Guyane, Port du Degrad-des-Cannes, 97300 — 
Remire. Tel: 31.37.23. 
ANCHORAGES: 
1. At Sea Buoy at Cayenne. 
2. At Sea Buoy at Degrad-des-Cannes. 
3. At Salut Island (iles du Salut). 
RESTRICTIONS: Permanent dredging underway. Recommended that 
vessels approach at high tide. 
Depth of water in channels: 
Cayenne-Larivot (10 km.): 0.90 m. + height of tide. 
Degrad-des-Cannes (15 km.): 3.0 m. + height of tide. 
HEALTH: French Regulations apply. 
RADIO: Cayenne Radio. 
VHF: Harbour Master and Pilot Station on Channel 16. 
BERTHING: Berth at Degrad-des-Cannes on the Mahury River, length 
of concrete wharf is 300 m., max. LOA 160 m. Roll-on/Roll-off facilities 
available. Discharge of general cargo and containers by ship's gear. 
TANKERS: Degrad-des-Cannes: Steel wharf with dolphins. Min. LOA 
80 m. Max. LOA 130 m. 
Le Larivot: Concrete wharf. Max. LOA 100 m. Depth 4.9 m. 
FRESH WATER: Available. 
FUEL: By road tanker. 
REPAIRS: Limited facilities available. 
REPATRIATION: Rochambeau Airport. Connecting flights to France, 
Suriname and Brazil. 
TIME: GMT minus 3 hours. 
ee te eae i Contact Harbour Office at Degrad-des- 
annes. 
GENERAL: Customs and Frontier Police at Degrad-des-Cannes. 
DEVELOPMENTS: New berth under construction at Degrad-des- 
Cannes (length 130 m.). 


SHIPMASTER’S REPORT: October 1990. 
Arrival: Vessel arrived at Degrad Des Cannes Fairway Buoy at 2130 hrs., 
and anchored to Pilot's advice. 

Pilot starts one hour before H.W., in order to be between Buoys 
ey 10 = 18 at H.W. The shallowest part of the channel is between Buoys 

lo. 1 — 27. 

Our deepest draft was 5.03 m. 

A tug stands by in case there are any difficulties when transitting the 
channel. The channel is 80 m. wide, and the buoys are spaced 160 m. 
apart. The current was to the West at 2.5 knots. Vessel has to keep 
close to the green buoy. 

Departure: Vessel departed at 0330 hrs., and waited at the channel 
entrance to allow a vessel with draft 5.90 m. to enter. 

Dredger: On our arrival, the dredger was under repair, but began work 
again after 10 days. 

Current: According to the Pilot, the current is normally to the West, but 
changes twice a year and runs to the East for 8 days. In the dry season, 
the current still runs up 15 minutes after H.W. In the rainy season, the 
current runs down half an hour before H.W. 

Berthing: On approaching the berth, the vessel turns on the starboard 
anchor, with 2 shackles in the water. 

Vessels without bow thrusters must leave berth before H.W., as the 
current from H.W. onwards pushes the vessel on to the berth. 


AUTHORITY: Port Director: M. le Directeur, Departemental de 
phen haa, 40 Avenue Leopold Heder, B.P. 338, 97305 Cayenne, 
ex. 

Port Manager: M. |'Ingenieur Subdivisionnaire du Service Maritime, 
Port du Degrad-des-Cannes, B.P. 1106, 97305 Cayenne, Cedex. 
Tel: 31.41.11. Telex: 910346 FG. Contact: M. de Thoisy, Port Manager. 

Harbour Master: M. |e Commandant des Ports de Guyane, Port du 
Degrad-des-Cannes, B.P. 1106, 97305 Cayenne, Cedex. Te/: 31.41.11. 
Telex: 910346 FG. 
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Haiti 


GENERAL 


sOCUMENTARY REQUIREMENTS PRIOR TO ARRIVAL: 

savice of Arrival: The arrival of the vessel must be announced 48 hours 
naqvance, and in writing, to the Port Captaincy and to the Port Authority, 
yan indication of the vessel's characteristics, the cargo which will be 
sscnarged and loaded, and requirements conceming supply of water, 


viomation Conceming Cargo Intended for the Port: The Agency must 
sive in good time by air mail 6 copies of the Cargo Manifest and 
s of the Bills of Lading. In the event that it is not possible to 
these documents by mail, the information must be provided by 
wax to the Agency so that the latter may draw them up. nf 
The Cargo Manifests are distributed to the Port Authority, the Haiti 
seminal (private concern handling cargo consolidation), to the Ministry 
«commerce, the Ministry of Finances and to the Agency. 
2EQUIREMENTS RELATING TO THE RECEIPT OF THE VESSEL: 
aeception Commission: The vessel is received by representatives of 
ee Port Health, Immigration, Customs, International Police, National 
port Authority and the Agency. : \ 
nocumentation Required: On the arrival of the vessel, the following 
scuments are required, OEA/ALALC, IMO and certain other documents 


being acceptable. 


2. copie: 


No of Copies and Distribution 


A 
type of Document Customs Police NPA 
6 Declaration = = 1 = 


ney 


ae 


Declaration of Crew Effects 
Vartime Health Declaration 
Wall List 

ms and Ammunition 

Manifest - - 1 1 - 1 

(a) The Agency requires additional copies of the Crew List, the 
rassenger List, the Stores List, the Arms and Ammunition Manifest, 
ac, dependent upon the destination of the vessel, in accordance with 
he requirements of Consular Clearance. 

(b) Required in the event that the manifest has been received, or 
nlormation regarding the cargo, in advance of the arrival of the vessel; 
‘not, the agency requires 4 or 6 copies for distribution amongst the 
different authorities. 

REQUIREMENTS CONCERNING DOCUMENTATION ON SAILING: 
Documentation on Sailing: At the request of the Agency, the Customs 
ssue a clearance with which permission to sail is applied for from the 
Port Captaincy. The latter's permit is used for requesting the services 
athe Pilot from the National Port Administration. 

An Outgoing Manifest is presented to Customs which also contains 
asworn statement (swom statement of the Master of a vessel with cargo, 
% sworn statement of the Master of a vessel in ballast), and the List of 
Passengers. If the vessel is sailing with cargo, it is presented in 6 copies; 
‘in ballast, in 4 copies. 

CONSULAR INTERVENTION: 

Consular Documentation: in accordance with the 1963 Customs Code, 
Anicle 119, the Master of a vessel loading cargo for Haiti, or his 
‘resentative, must sign before the Consul a Declaration sworn as to 
— of the manifest. This article is transcribed as follows: 


I NNN! 
prrttrom 
~Iliista 


prrrist 


1 
ust of Stores = 
1 


Aticle 119, Oath. Masters of vessels or their representative, at the 
‘ne of having their manifests visaed, shall give the following oath which 
%al be transcribed by the Consul at the bottom of the manifest: | swear 
‘athis manifest contains exactly the packages shipped on board my 
sel, that the quantities are in agreement with those shown on the 
3is of Lading. | declare that | will accept all penalties which | may incur 
ra against the Customs Law. | give my hand hereto. 


"general, Consular Clearance has to be obtained at each port from 
"s first at which cargo is loaded for Haiti. For this purpose, the Consul 
quires 6 copies of each of the following documents: 
véneral Declaration. 

Manifests or In Ballast. 
Uist of : 
assengers or Negative. 
Stores List. ™ o 


Consul returns 3 copies of the documents, which must go with 


vessel, and 6 envelopes, i.e. 1 for each of the following Authorities: 


General Customs Administration. 

Director of Customs. 

5 iment of Commerce. 

~<al Department. 

"ance Department. 

hs ms Collector. 
dite 8 envelopes are not always received, and at times only 2 copies 
tle visaed documents are given back. The Authorities apply a certain 
‘ “a when it is established that the Consular Fees have been paid 

Consulate or at destination. 


HAITI 


CAP HAITIEN: 19.46 N. 72.12 W. (See Plan) 


APPROACHES: The current is about 3 knots in the entrance to the port 
when the river is in flood. 

ANCHORAGE: Vessels which are unable to moor alongside because 
of deeper draft are anchored off the wharf. 

BERTHING: The whart at Cap Haitien was constructed by the Compania 
Industrial Maritima. The construction is in reinforced concrete. It extends 
for a length of 900 ft. in an Easterly direction and comprises 3 sections. 
The most important section is 600 ft. long and has berths for deep sea 
vessels on the South side in depths of 30 ft. The Western section, 
nearest the shore, is 300 ft. long with variable depths of 7 ft. to 9 ft. 
alongside, with berths for motor vessels of small tonnage and sailing 
ships. The central section accommodates the Customs offices. 2 metal 
warehouses border the East and West ends of the wharf. Between the 
warehouses is 1 fixed crane of 30 tons capacity. 

FRESH WATER: Fresh water is available at Cap Haitien. 

FUEL: Available, only in drums. 

GENERAL: For all general information refer to “Port-au-Prince”. 
DEVELOPMENTS: Ro/Ro Berth length 100 m., under construction. 
Main pier length 250 m., under construction. Cruise ship pier length 
170 m., to be constructed. 


REPORT: December 1984. 

Documents: See “Port-au-Prince”. 

Approaches: New lighthouse on Pte. Pinolet seen at 30 miles. 
Pilotage: Pilots boarded in Lat. 19° 48.8’ N., Long. 72° 10.9’ W. Pilots 
board from small launch, approx. 5 m. long, with grey hull and yellow 
decking. The words “Pilote No. 1” painted in black on either side of 
white housing. 

2 Pilots boarded — Senior Pilot/Port Captain: Eugene Magloire. 
Restrictions: Channel very well marked — new beacons in positions as 
shown on “Plan”. Least depth encountered in channel 10 m. 

Radio: ETA telex sent via satellite to Agents. No radio station available. 
VHF: Called pilot station on VHF Channel 16, 2 hours and 1 hour prior 
to arrival, but received no reply. Shortly before arrival at pilot boarding 
point, pilot station advised, on Channel 16, that pilot boat was coming 
out to our vessel. 

Tugs: None. Small mooring boat takes heaving lines only ashore. 
Berthing: Our vessel, 200 m. long, berthed at the Passenger Berth after 
swinging to starboard in the basin off the berth (depth 11 m.). 

The berth is well fendered (Kleber fenders). Apart from main access 
to berth, there is also a footbridge for passengers. 

Port has recently been reconstructed with modern berthing facilities, 
adequate mooring points, lighting, warehousing, open storage, etc. 
Cargo Handling Equipment: Observed 1 conveyor, no cranes in 
evidence. 

Regulations: Not permitted to take fruit ashore. 
Authority: Autorite Portuaire National. 


MIRAGOANE: 18.25 N. 73.04 W. (See Plan) 


BERTHING: The facilities at Miragoane are 1 small jetty for loading and 
discharging general cargo with a max. depth alongside of 18 ft. 

There is a wharf for loading bauxite, belonging to the Reynolds 
Company, with a depth alongside of 34 ft. Total annual export about 
350,000 tons. 

GENERAL: For all general information refer to “Port-au-Prince”. 


PORT-AU-PRINCE: 18.33 N. 72.21 W. 


Also see “General” before first port. 
DOCUMENTS: 

Shipmasters Report: October 1982. 
Clearance from Last Port. 

6 Crew Lists. 

3 Nil Passenger Lists. 

3 Provisions/Stores Lists. 

3 Crew Personnel Effects Lists. 

2 Ports of Call Lists. 

1 Vaccination/Inoculation List. 

APPROACHES: The Port of Port-au-Prince is situated at the extreme 
S.E. of the bay. It can be approached from the North and from the South 
by 2 channels. 

One may approach from the N.E. by the Saint-Marc channel or from 

the West by the Gonave channel, between Trou-Forban Point and the 
village of Ca-ira. The bay extends between Trou-Forban Point in the 
North and the village of Ca-ira about 20 miles to the South. The position 
of Ca-ira is 18° 32’ N., 72° 39’ W. From Ca-ira the South coast of the 
bay extends about 2 miles N.E. and about 12 miles East to Pointe 
Lamentin. 
PILOTAGE: Pilotage is compulsory for all movements of ships in the 
port. The Pilot boards to the West of the Fairway Buoy and is 
accompanied by port officials, i.e. Port Doctor and Representatives of 
Immigration, Police and Customs. These officials insist on using the 
accommodation ladder to board the vessel. Masters must arrange with 
their respective Agents the time which they will require a Pilot to leave 
the port. If they are ready to depart before the hour arranged they may 
call the Pilot by 3 blasts of the ship's whistle. 

Berthing from 0530 hrs. — 2100 hrs. except Sundays and holidays. 
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ANCHORAGE: Vessels must anchor to the West of the large red Buoy 
No. 29 or at the quarantine buoy, situated about 1.5 mile N.N.W. of Buoy 
No. 29. A bottom of sand over coral is to be found all over this region 
in depths of 10 to 18 fathoms. 

Vessels may anchor or depart at any hour of the day or night. 

In order to facilitate the rapid movement of vessels, these are normally 
anchored in order of arrival. 

RADIO: All deep-sea vessels which enter the territorial waters of Haiti 
are obliged to advise the Port Radio Station. 

The radio station is situated at the Bureau de Port. It is in operation 
24 hours a day. 

Visual light signalling may also be carried out as far as it is possible 
to do this. 

The following apparatus is used at the radio station: 

1. VHF Radio — Channels 6, 12, 16 and 18. 

2. Medium frequency, SSB compatible frequencies 2182 kHz, 

2738 kHz. Power 150 watts, range about 250 miles. 

In addition to the VHF Channels, the Pilots may use radio-telephone 
on the following frequencies: 2182 and 2738 kHz. 

The general call and distress frequency 2182 kHz is monitored 
continuously. 

All messages addressed to the Port Authorities and messages 
concerning pilotage must be handled at this radio station. 

Masters are particularly required to give the radio station, as soon as 
they arrive, the following information: 

Vessel's draft and net tonnage, amount of cargo for discharge by 
hatch, number of gangs required. 

The telephone number of the radio station is 2 — 3235. 

48 hour ETA message to APN also to include details of the vessel, 
ex ‘ed time of departure, quantity and nature of cargo to be handled. 
TUGS: The port has at present a tug of 2,000 h.p. available at all times. 
The tug is compulsory for ships from 1,000 tons gross and upwards. At 
all times 2 aluminium launches, each 30 ft. long, are available for Pilot's 
use. 

BERTHING: The new port facilities are in service, located 600 ft. North 
of and parallel to the existing pier. 

Prime features of new facilities are: 

Length of berthing space: 1,400 ft. 

Width of apron 93 ft. 

Container crane on rails on the apron with 30 tons capacity 

equipped to handle 20 ft., 35 ft. and 40 ft. containers. 

Ro/Ro platform. 

Depth alongside 32 ft. MLW. 
Finger Pier: Length 1,250 ft., width 60 ft. Ro/Ro platform on North side. 
On the South side there is 1,250 ft. of berthing space, depth 25 ft. — 
30 ft. On the North side there is 540 ft. of berthing space, depth 32 ft. 

At the outer end of the ah ag pier there is a dolphin berth for passenger 
at Length 888 ft., depth alongside 32 ft. Vessels may berth on both 
sides. 

There is an angular portion of 100 ft. between Quays No. 1 and 2 
which may not be used for mooring, but which the bow of the ship may 
overhang. Vessels must be secured by at least 2 mooring cables at the 
bow and at the stern. 

The Port Authorities require for vessels manoeuvring in the port a 
minimum of 2 ft. of water under the keel. This regulation may be modified 
by special authorisation of the Chef de Port. 

In addition to the public pier, there are 5 jetties belonging to private 
companies used for handling products in bulk. These jetties belong to 
the following companies: 

A. La Hasco, sugar refinery established at Port-au-Prince. 

B. La Minoterie, flour mill situated at Laffiteau. 

C. Le Ciment d’Haiti SA, cement factory situated at Fonds Mombin. 

D. Jean Ackmed, fuel installation situated at Simonette. 

The above jetties are established on the North side of the bay. 

E. Installations of Shell Company and Tropigas on the South side of 

the bay, equipped with their own mooring buoys for tankers. 
CARGO HANDLING: For vessels loading and discharging at the public 
pier, cargo is transported on railway trucks of 25 tons max. capacity. 

One quay is equipped for container ships. One quay is equipped to 

handle Roll-on/Roll-off traffic. 
STEVEDORES: Loading and discharging of ships is carried out by 
gangs of private workers who are Ne ge by the ship’s Agents under 
the supervision of a chief stevedore. The working gangs use the ship's 
own equipment for loading and discharge. 

Handling rates are normally about 15 t.p.h. for general cargo, or about 
25 t.p.h. for heavy articles, such as drums, planks, bundles of steel rods, 
etc. 

Normal toga | hours in the port are from 0700 hrs. to 1900 hrs. from 
Monday through Saturday. Overtime is payable for work required at other 
than these hours and also for work required on Sundays and holidays. 
MEDICAL: There are adequate medical facilities, pharmacies and 
hospitals. 

FRESH WATER: Drinking water is available alongside; however, the 
ship must provide its own connections. Rate of loading varies from 
6 t.p.h. to 12 t.p.h. 48 hours notice required. 

FUEL: Fuel oil may be supplied by tanker truck. 


CONSULS: Argentina, Brazil, Canada, Chile, China, Colombia, 
Dominican Republic, Ecuador, El Salvador, France, Germany, 
Honduras, Japan, Liberia, Mexico, Panama, Peru, Spain, U.K., U.S.A., 
Venezuela. 

REPAIRS: There are no proper facilities for ship's repairs although minor 
repairs may be effected by small private workshops ashore. 
AIRPORT: An international airport for jet planes connects Haiti with 
principle U.S. and Caribbean points. A local air service connects 
Port-au-Prince with principal towns of the Republic. 

FIRE-FIGHTING EQUIPMENT: The Port Authority has a fire fighting 
squad equipped for early assistance. There is a town fire service 
organised by the Army and working in close cooperation with the Port. 
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HOLIDAYS: Legal Holidays: 

Independence Day (1st and 2nd January); Labour Day (1st May, 
Day (18th May); Ascension Day; Assumption (15th August): Ai’. 
(1st November); Commemoration Day (13th November); Dj : 
Haiti (5th December). 1 
Authorised Holidays: 

Lundi-Gras (half-day); Mardi-Gras; Good Thursday; Good Fig 
Pan-American Day (14th April); President's Day (22nd day 
Dessaline's Anniversary (17th October); United Nations Day (% 
October); Fete des Morts (2nd November). 

SERVICES: Fresh provisions are obtainable locally. 

There are no facilities for refuse collection, but nevertheless , 
forbidden to throw refuse, cinders or any other polluting Mat, 
overboard. 

Launches used for the transport of tourists are available at Pot 

Prince and these are operated by private companies. The Port Auth: 
does not take an active part in the traffic of tourist Tha 
who disembark on the wharf from cargo vessels or cruising liners m, 
make their way on foot to the taxi station to take part in excursion 
However, the majority of tourists coming on passenger liners ancy, 
in the roads disembark by launches belonging to the Departmey, 
Tourism. They disembark at the Quai Colomb, which is unde, 
authority of the Department of Tourism. 
WEATHER: The Bay of Port-au-Prince is nearly always calm excep 
certain times of the year; for example, during the months from Mz. 
November, occasional strong winds may interrupt normal loading » 
discharging movements. 

A light breeze from the East or N.E. blows after dawn, but ins 
afternoon a breeze 3 times stronger blows in the opposite directig, 

The height of the tide is only 1.5 ft. Currents in the port are aly 
negligible, except that, when mooring or unmooring a vessel, one shy 
pay attention to a Northerly current of about a quarter of a knot. 


SHIPMASTER’S REPORT: June 1990. 
Position: 18° 33.5’ N., 72° 21' W. 
Chart: B.A. Chart No. 466. 
Documents: 

6 Crew Lists. 

1 Vaccination List. 

3 Stores Lists. 

3 Crew Effects Lists. 

Six persons board on arrival alongside, and vessel was cleared wh 
15 minutes. Bonded store is not sealed; Radio Pratique not availa 
Only Derat Certificate is sighted. 

Pilotage: 24 hour watch kept by Port Pilot Station and on Channel ‘6! 

Pilot boarded at the Quarantine Anchorage at daybreak. 

Pilot disembarks upon unberthing, just after vessel clears berth 

This vessel used 2 a with ship's lines. Vessel berthed por # 
alongside at a good berth. 

Anchorage: Good anchorage about 2.5 nautical miles W.N.W. of # 
Approaches: Only one starboard hand buoy exists. 

Berth: Up to 36 ft. depth alongside. Berth can accommodate vesses: 
to 250 m. LOA. 

Time: GMT minus 4 hours. 

Flag: Blue horizontal stripe over red stripe (“Echo” can be used). 
General: No pa or other documents required. | was informed 
Agent that it is dangerous to be ashore after 2200 hrs. due to Hn 9 

No facility exists for any spares, repairs or provisions. Fuel oil 
after ample notice through Agent; fresh fruit such as bananas # 
mangoes are available; fresh water not available. Medical services? 


poor. 

This vessel discharged edible oil (about 3,000 tonnes) directly © 
tank trucks. The operation took about 48 hours, into a total of 115m 

In the S.W. part of the Bay there is a Shell berth for small tae 
and gas ships. Pilot advised us to use a minimum of lines fo # 
mooring, due to the possibility of lines being cut or stolen lee 
gangway was kept up except when in use, as a deterrent to u 
visitors. 


AUTHORITY: Autorite Portuaire Nationale, Port de Port-au-Prt 
B.P. 616, Port-au-Prince, Haiti. 


| Ship's Stores List 
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MENTS: 
sneylar Documents: 
’ rs shall submit for certification to the Honduran Consul or 
sonsular Agent residing in the port of loading 4 copies of the general 
santest of carried for the Honduran port to which it is bound. 
scopies are to be left with the Consul or Agent, and 1 copy, with the 
vettfication and receipt to be provided by the Honduran official, is to be 
The Consul will retain 1 copy in his files, the other 2 shall be 
gent by the earliest mail to the Secretariat of the Treasury and the 
~stoms Administrator. 
pror to arrival: 
Arrival notice: , 
the Chief of Operations of the National Port Authority (ENP) must be 
in writing no more than 24 hours and no less than 8 hours in 
wvance, of the time and date of the vessel's arrival. This notice is 
on working days up to 1600 hrs., but for holidays, the request 
syst be submitted the day before up to 1100 hrs. 

The Captain of the Port, Customs, Migration and Maritime Health must 
xe notified of the arrival within the same period indicated above. 

information on cargo for the port: 

f available, the following documents must be submitted: 4 copies of 
ne Cargo Manifest, a set of Bills of Lading, 3 copies of the Cargo List, 
jcopies of the Container Contents List, and information on the cargo 
be loaded. In addition, the following copies of the Cargo Index must 
xe provided, according to the type of goods: 4 to 6 for Customs, 14 to 
igfor the National Port Authority; 1 for each depot of the agency to take 
sant, and 1 for general control. 

The ENP also allows this information to be submitted after the official 
iit (boarding party). 

Port services request: 

The arrival notice submitted to the ENP also serves as a request for 
siotage, docking and port services. 

On arrival: 


Tye of Documents Number and Distribution of Documents 


Port Maritime Agriculture 

Basic Forms Captain Customs Migration Health Inspection 
General Declaration 1 
Cargo Manifest = 
Crew List = 
Passenger List 1 
1 


1=nNOQ0— 
iw] 
[mkt ok ot tk 


(~itl 


Crew Effects 
Declaration 

Vartime Declaration - - - 1 - 
of Health 

Vail List - - - - 1 

Additional Documents 

Cearance from Last Port 1 - 

Ysaed Clearance from = 1 - - - 1 
Last Port 

‘vo Passengers” 1 2 1 - 1 5 
Declaration 

ust of Passengers 1 2 5 
n-Transit or "No 
i Transit 
Passengers” 

Declaration 


Sugo Manifest (b) 
ew List (b) 
Passenger List (b) 
S's Stores List (b) ~ 
‘Submitted to the shipping Agent. 
Sith Consular visa. 

ur to departure: 

Clearance must be requested from the Captain of the Port, on a 
%xcal form at least 2 hours before the vessel's estimated time of 
*parture. The form must be cleared by the Customs Chief of Exports 
#4 the Customs Administrator, therefore copies of the export cargo 
"anilest must be submitted to Customs. 

"the case of the terminals of Puerto Cortes, 30 copies of all 
uments are prepared, of which the vessel carries (aside from the 
"gnal Sailing Permit and the Maritime Health Declaration) an original 
pe 24 copies of the Cargo Manifest (or Ballast Manifest), the Crew List, 
“SSsenger List, the Mail and Firearms List, the Ship's Stores List, and 
“Sets of the Bills of Lading. 

Ps addition, when the ship sets sail, 3 Freighted Cargo Manifests, 
~ Sets of the Bills of Lading, a Crew List, a Passenger List, a Mail and 
,/s4ms List, and a Ship's Stores List must be submitted to the Chief 
bien A copy of each of the following documents must be submitted 
nd ® Maritime Guard: Sailing Permit, Cargo Manifest, Crew List, Mail 
"earms List, and Ship's Stores List. 

teen the ship leaves for Guatemala, it should have 34 copies of all 

Saker because 4 copies are submitted to the Consul. 

San oie leaving for the United States, the clearance document is in 
Ca sh, with 6 copies to be distributed locally, plus 18 copies of the 

9 Manifest, in English, of which 16 are carried on board ship, 1 
&, Nopine San Pedro Sula and the other remains in possession of 

gency. 

Request for pilotage: 
ve Ue8ts for pilotage and unberthing of the vessel are submitted to 
°oor “Ail Authority at least 2 hours before clearance. 


til 
ied ital 
er |e 
Det? a 
See at 


. 88sels are now expected to deliver 2 copies of their Register to the 
Owners in at the time of Clearance Inwards at all Honduran ports. 
*pareq are recommended to ensure that Masters have same 
Cea at previous ports, to ensure that no delay is caused in 
ance Inwards 
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HONDURAS 


AMAPALA: 13.18 N. 87.39 W. 


PORT NO LONGER IN OPERATION. 
COMMERCIAL OPERATIONS AT THIS PORT HAVE BEEN 
TRANSFERRED TO THE NEW PORT OF SAN LORENZO 


LA CEIBA: 15.47 N. 86.47 W. 


SHIPMASTER’S REPORT: 1979. 


DOCUMENTS: 
10 copies of Crew List 
6 copies of Stores List 
6 copies of Bonded Stores List 
4 copies of Vaccination List 
Mail Report 
Passenger Report 
1 copy of Derat Certificate. 
Zarpe/Clearance from previous port. 
14 copies Cargo Manifest/Ballast Manifest. 
3 copies Bills of Lading. 

If no Consul available, documents should be legalised by Consul of 
friendly nation or by Chamber of Commerce, stating the facts. 

Also see “Puerto Castilla”. 

PILOTAGE: Compulsory. Pilot boards 0.5 miles from the pier. 2 hours 
notice required. 

rit aad fos Good anchorage 5 cables, 129° from pier, depth of water 
40 ft. 

RESTRICTIONS: Vessels able to berth and unberth at any stage of the 
tide day or night. Limiting factors are length and forward draft of vessel. 
MAX. SIZE: Max. LOA 600 ft. However, the after end of the vessel would 
overhang end of berth (This vessel loaded to 23 ft. draft). 

HEALTH: Quarantine Officials operate between 0600 hrs. and 1800 hrs. 
2 hours notice of arrival required. 

RADIO: HRW —- Standard Fruit operate from their own radio station. 
They handle vessel's traffic on 6350.5, 8560 and 12750 kHz. They also 
listen on 500 kHz and 8 MHz. 

Hours of Operation: 24 hours (Daily). 

VHF: The Agent is on Channel 16. 

TUGS: Not available. Vessel is able to dock and undock without 
assistance of tugs. 

BERTHING: Berth available both sides of finger type pier, South side 
berth for side-door loading; North side for unrestricted operations. Nature 
of the bottom of the berth is sand. 

Mooring gang (6 men) come aboard with the Pilot to assist.The 
bananas are loaded direct from the rail cars using spiral elevators. It is 
usual to load all decks at the same time. 

There are no facilities for handling bulk cargoes or Ro/Ro vessels. 
There are no shore cranes or floating cranes. There is no storage space 
for breakbulk cargo or palletised cargo. 

Fendering: Pier fendered with the usual Standard Fruit type fendering, 

vertical uprights on a horizontal “V" bellows on horizontal girders. 

CHARTS: B.A. Chart No. 513 (Isla Roatan to Puerto Cortes) and U.S.G. 

5393 (positions on this chart are 2.5 miles W.S.W. of B.A. chart). 

CONSULS: None, however, American Consulate and those of other 

nations in Tegucigalpa, about 250 miles by road. 

SURVEYORS: Lloyd's Agency in Puerto les. 

AIRPORT: International Airport “Goloson” with service daily to 

New Orleans and Miami, served by regular airlines. 

SERVICES: Fresh water, fresh provisions, airport, telex, doctor, hospital, 
roceries and meats all available. 

bour: Shore labour is available for contract work such as scavenge 

cleaning, hull painting, etc. The work carried out during our stay was 
Satisfactory and the rate for the foreman was U.S. $1.50 per hour and 
workmen U.S. $1.00 per hour. 
AUTHORITY: Empresa Nacional Portuaria, Apartado Postal No. 215, 
La Ceiba, Honduras, Central America. Tel: 42-2712 (Superintendent), 
43-0297, 43-0394, 43-0397. Telex: 8007 Enaporto Ho. FAX: 43-2712. 
Cables: Enportuaria. Contact: Raul Lafitte S., Port Superintendent. 


PUERTO CASTILLA: 16.01 N. 86.03 W. 


DOCUMENTS: 
2 copies Health Declaration. 
Zarpe or Clearance from Last Port. 
14 copies General Cargo Manifest of all cargo to be discharged in 
Puerto Castilla or Ballast Manifest. 
10 copies Crew List. 
10 copies Passenger/Negative Passenger List. 
Derat Certificate, only if first call. 
10 copies Stores List. 
10 copies Mail Declaration (negative or positive). 
3 complete sets Bills of Lading. 
5 copies Hatch List. 

15 copies Tally Books (prepared generally by vo ig 

New Honduras Consular Law provides that within 24 hours after a 
vessel sails from load port, Cargo Manifest (including Ballast), 
Passenger List, Crew List and Provisions List must be legalised, in 
Spanish language, by Honduras Consul, as well as Consular clearance 
obtained. 

If no Consul of Honduras available within 50 miles radius of port, 
documents can be legalised by statement from local Chamber of 
Commerce, stating the facts. 

PILOTAGE: Available. 


(See Plan) 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng. 


ANCHORAGES: Once the vessel enters the bay, if no berth is available, 
she should anchor at a distance of between 0.5 mile — 1 mile from pier, 
and await boarding party in order to be granted Free Pratique. If 
proceeding direct alongside, Boarding Party will board when vessel 
berthed. 

RESTRICTIONS: Vessels may enter the port day or night. Visit by 
authorities available during night time on request. Owing to remoteness 
of the port, Authorities have to be collected by Agent from villages within 
10 miles radius of port. 

MAX. SIZE: Vessels with draft up to 36 ft. can safely enter port and 
moor alongside pier. 

HEALTH: Pratique granted after Port Authorities (including doctor) 
board vessel, between 0600 hrs. and 2000 hrs. Pratique granted if no 
contagious illnesses on board, otherwise quarantine restrictions 
imposed. No automatic Pratique when arriving from another Honduran 


rt. 
RADIO: Lantana Radio WOE, New Orleans Radio WNU, Limon Radio 
TIM, Balboa Radio NBA, Miami Radio WAX, messages routed via 
ey station Hondutel in nearby Trujillo, but not considered reliable. 

Ship’s radio not to be used in port except for communications with 
Port Authority. Vessel is fined if there is a violation. 
VHF: Use Puerto Cortes Radio: Call Sign ‘Cortes Radio’, Channel 16, 
if Castilla Radio does not respond (Hours see “Puerto Cortes”’). 
TUGS: None available. 
BERTHING: The Agent and/or Port Authority to supply information as 
to berth, and time of docking. Departure should be effected when the 
despatch documents are on board and operations finished. 
Pier: Made of concrete 150 m. long, width 38 m., depth 38 ft., used for 
all operations. Rubber/wooden fenders. 

Directly adjacent to a paved area 300 m.x200 m. 

Equipped with 2 open sided warehouses, each 3,000 sq.m. 

Electric connections for 190 reefer containers. 
CRANES: 120 ton (Port Authority) and 1x60 ton (Private) mobile 
cranes with tyres. 
TANKERS: Pipeline for loading of African Palm Oil. A connection of 
16 in. exterior diameter, 14 in. interior diameter, reducers available. 
Pumping rate 200 t.p.h. 
Storage Capacity: 


No. of Total 
Product Tanks Capacity 
Diesel 2 240,000 barrels 
Gasoline 2 100,000 barrels 
Palm Oil 2 40,000 barrels 
Bunkers 2 40,000 barrels 
Water 1 300,000 barrels 


DENSITY: 1028/1030. 

FRESH WATER: Water available at wharf, and of good quality, rate 
approximately 15 t.p.h. 

FUEL: Only Diesel and Bunker “C” fuel available, 24 hours’ notice 
required. 

CONSULS: None in port. American Consulate and others in 
Tegucigalpa, 320 miles by road. 

REPAIRS: No facilities. 

SURVEYORS: Lloyd's ofen available at Puerto Cortes. 
GANGWAY/DECK WATCHMEN: Shore watchmen not usually 
required, and service left to the discretion of the Master. 

HATCHES: On liners normally by crew with assistance of stevedores, 
otherwise according to C/P. 

CERTIFICATES: On first call, Registered Tonnage Certificate (2 copies). 
CUSTOMS ALLOWANCES: Free use on board and private 
consumption =f 

REPATRIATION: Facilities available for effecting repatriation in La 
Ceiba, by air. 

AIRPORT: International airport “Goloson” in La Ceiba, 90 miles from 
port. Local airport connecting with La Ceiba daily, except Sundays and 
holidays, located in Trujillo, across the bay. 

TIME: GMT minus 6 hours throughout year. 

HOLIDAYS: 1st January; 14th April; 1st May; Maundy Thursday; 
Good Friday; Saturday and Sunday of Easter; 15th September; 3rd, 
12th, 21st October; 25th December. Cargo work can be arranged on 
those days, except Good Friday, 1st May, Independence Day and 
Christmas Day. 

TELEPHONES: Available at the Port Authority building and Hondutel 
office at Trujillo, across the bay. 

SHORE LEAVE: Permitted without restrictions. 

IDENTIFICATION CARDS: Must be shown to gate watchmen, when 
crew members come back on board, and are supplied by Agents. 
GARBAGE DISPOSAL: Not available. 

WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS: None. 

CURRENCY: U.S.$ 1.00 = 7.50 Lempirus (Lps.). 

AUTHORITY: Empresa Nacional Portuaria (E.N.P.), Puerto Cortes, 
Honduras. Te/: Puerto Cortes: 55-0987, 55-1125. Puerto Castilla: 44- 
4902, 44-4961. Telex: 8007 Enporto Ho. Cables: ENP, Puerto Cortes, 
Honduras. FAX: Puerto Cortes: 55-1402. Puerto Castilla: 44-4902. 
Contact: Roberto Valenzuela, Port Superintendent. Esteban Lainez, 
Operations Manager. 

AGENT: Maritima y Transportes, S.A./Intermodal, S.A. de C.V., 
Carretera Vieja a La Lima, Km. 2, Apartado Postal No. 991, San Pedro 
Sula, Honduras. Tel: 53-4900, 53-1773. Telex: 5634 Marhond Ho. 
Fax: 53-3730. Cables: Matra, San Pedro Sula. 
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PUERTO CORTES: 15.51 N. 87.56 W. 


DOCUMENTS: 

Health Declaration, 2 copies. 

Zarpe or Clearance Permit from the Last Port. 

General Cargo Manifest (in ballast if that is the case) of all the 

to be discharged in Puerto Cortes, 14 copies. | 

Crew List, 10 copies. 

Passengers in Transit, or no passenger declaration, 10 copies 

Derat Certificate, only if first on board call. 

Stores List, 8 copies. 

Mail Sacks Declaration (negative or positive). 

Bills of Lading, 3 complete sets. 

Hatch List, 5 copies. 

Tally Books, 15 copies. 

If no consul of Honduras available, a letter from the Cham 
Commerce, stating the facts, is recommended. 

Also see “Puerto Castilla”. 

APPROACHES: Shipowner's Report: 1983 (Updated 1992). 

Tankers should make their arrival at a position near Lat. 15°, 
and Long. 87° 58’ W., 4 miles North of Punta Caballos and well offy, 
of the shoal patches near the point. From this position true course » 
takes the ship into the bay in a minimum depth of 10.6 m. (35 ft), 
of the tanker dock and between 2 shallow patches of 8.1 m. (2) 
700 yards and 450 yards W.S.W. of the tanker dock. There are 2» 
of daymarks and 2 buoys marking this approach. 

Vessels may also enter the bay about 2 miles off the coast of Py 
Omoa. Steer E.N.E. in the natural channel which has a minimum 
of 10.9 m. (36 ft.). 

Caution: The above mentioned navigational aids are not all indes 
on the charts, and are not reliable. 

Work is in progress; buoyage and the shape of the coast may'» 
changed. The West entrance will become the main deep water cha» 
when dredging is complete and when leading lights, buoys, and bea» 
have been installed. An extensive reclaimed land area extends h) 
North from the mouth of the Rio Medina. The city wharves are te 
extended West. 

The distance from the sea buoy to the Texaco Dock is about 4.5m 
The city wharves are 0.5 miles further to the East. The Texaco rely 
tanks, the water tank near Pier 4, the railroad shop, and the Coast Gs 
Pier are conspicuous in daytime. 

PILOTAGE: pulsory for vessels over 300 g.r.t. ETA to the Ay 
72, 48 and 24 hours ahead of arrival required. Pilot on VHF Chany 


16 and 6. 

ANCHORAGES: Once the ship enters the bay, /f no berth space’ 
been notified to the Master, she should anchor at a distance ber 
0.5 miles from the nearest pier, and wait for the boarding of the o% 

in order to be granted Free Pratique. 

RESTRICTIONS: Vessels may enter the port day or night but at? 
visited by Port Authorities between 0000 hrs. to 0600 hrs., exc 
special cases. 

9 SIZE: Dry cargo vessels up to 31 ft. draft. Tankers up to# 
draft. 

HEALTH: Pratique granted after Port Authorities (including oo 
board vessel, between 0600 hrs. — 2000 hrs. Pratique granted!) 
contagious illnesses aboard, otherwise quarantine restrictions impor 
No automatic Free Pratique when arriving from another port in Hons 

All crew members to be vaccinated against yellow fever and civ 
if being repatriated. Vaccinations not available in Honduras. 
RADIO: Port Authority operates a station HOSU, monitoring 273" 
but by arrangement can reply on other frequencies. Telegrams ©) 
routed via Hondutel, Lantana WOE, New Orleans WNU, Limon? 
Balbao NBA and Miami WAX. 

Ship's radio not to be used in port except for communication We! 
port authority. Vessel is fined if there is a violation. Also see “Vi 
VHF: Puerto Cortes Radio: Call sign “Cortes Radio”. Channel 16 

Hours: 24 hours daily. 

BERTHING: The Agent to supply information as to berth, and 
docking. Pilot will board the vessel and berth it, assisted by 4 lave 
pass ropes. Departure should be effected when the despatch docu 
are on board and operations finished. 

Pier No. 1 (Texaco Pier), for tankers or ships loading diesel 
oil; max. draft 30 ft. 

Pier 1-A (molasses and bulk liquids), max. depth 9.15 m. fe 
concrete T-Pier, in front of white and red painted tanks, De 
Texaco Pier and ex-Banana Pier No. 2. 

Pier No. 2 out of service. 

Pier No. 3 (General Cargo and Ro/Ro Pier) Length 630 ft., depts 

Pier No. 4 (General Cargo and Ro/Ro Pier) Length 1% 
depth 30 ft. 

ier No. 5 (Container Terminal, it also handles dry bulk cargo) # 
1,060 ft., th 31 ft. 
CRANES: P & H 125 ton capacity crane, one Paceco Co® 
Crane 45 ton capacity at No. 5 pier and eight cranes of # 
capacities. : 
BULK CARGO FACILITIES: Pier No. 5 (Container Terminal) § 
as a multi-function pier, it is used to handle grain, ores, f 
bulk sugar. It is large enough to be able to handle both ope 
simultaneously. 
STEVEDORES: Vessels must give accurate ETA at least 24% 
advance to enable Agents order necessary gangs. Gangs ‘ 
and 2100 hrs. working 12 hours (daytime) and 9 hours (ng™. 
excluding the meal hours (0600-0700; 1200-1300; 1700-1 
2300-2330). No work on Holy Friday, May 1st (Labour Day), ® 
holidays work is possible with double payment. P| 
MEDICAL: No advance notice nece: for medical attentio : 
in very urgent cases. At San Pedro Sula (35 miles by road) a 
medical service can be obtained but several medical clinics 4 
this Port. No inoculations required but Master ” 
International Health Cards for each member of crew. 


(See P, 


wz 


5; Terminal: The Texaco Oil Refinery dock is in the S.E. corner 
insula. A pipe trestle/roadway of about 100 yards leads S.S.W. 
tform and breasting dolphins. The mooring dolphins are 


TANKER 
} gine pen 


hase Pinahore of the hose platform. The tidal range is 0.5 ft. The 


pr 

gout i the manoeuvring area is unpredictable. Most of the time it 

oe ralial to the berth (110° and 290°). The breasting dolphins have 
7 wes damaged several times, reportedly due to sudden changes in 


a Tankers are moored and unmoored at anytime. The ship may 
~» ned anywhere South of the refinery berth, then it proceeds to the 
*®'neading either W.N.W. when mooring starboard side to, or E.S.E. 
- mooring port side to. The ship is stopped, stemming the current, 
out 100 ft. off the dock for a parallel mooring. A launch runs the head 
ag stern ropes to the mooring dolphins. The spring ropes are either 
wren to the breasting dolphins by the launch or later by hand. Anchors 
be ready. When mooring starboard side to, an anchor may be 
i sad to hold the ship against an inshore set. The 1,100 h.p. tug works 
ipward alongside on his own rope. It shifts to amidships, if needed, to 
wush the ship in or to hold her off. Sometimes the tug works the ship’s 
pe on the hook. Pilot and tug use VHF radio (Channels 16 and 6). 
Only 5 pile bollards are available for the ship's moorings, of which 3 


: ye for the spring lines. The breast lines may have too much angle. It 
rs recomme that segregated ballast tanks be used to keep the 
:  nker low in the water. It is advisable not to remain alongside during 


Northers. 
:  soiities: There are no set emergency shutdown procedures. Each 
ing dolphin is fendered by steel beams with wooden protection 
i 44 rubber shock absorbers. 2x8 in. hoses are used for crude oil 
> 4scharge into an 18 in. pipeline about 1,500 ft. long to the 360,000 
sanels storage tanks. The transfer rate is about 7,000 bbis.p.h. 18 in. 
{tose is used for loading fuel oil via a 10 in. pipeline at a rate of about 
3000 bbls.p.h. Ballast and slop facilities are not available. 1 floating oil 
: gil containment boom is kept in storage at the refinery. 
! Security: The port area and the Texaco Pier are fenced in and guarded; 
' yewmen must have identification cards. 
} 


sevices: No. 6 fuel is available at 3,000 bbls.p.h. and light diesel oil at 

(000 bbis.p.h. Fresh water is available at 10 t.p.h. Local machine shops 

san perform very minor repairs. Divers are available. Hospital, medical, 
: yddental services are available at Puerto Cortes, or at San Pedro Sula. 

' Crew changes can be made. Small quantities of provisions are 
b  wvailable. 

Departure: Tankers leave the Texaco Pier and Molasses Pier at any 
- tme. Tug assistance is seldom necessary. Usually the tanker is 
} berthed either holding the spring ropes forward or aft to ease the 

vessel off the dolphins. 
| The Master should consult with the Pilot as to the sailing draft. 
' Also see “Shipmaster’s Reports” — June 1981 and April 1989. 
| DENSITY: 1028/1030. 

FRESH WATER: Water available at wharf face at 100 ft. intervals. Rate 
' proximately 8 t.p.h. — 10 t.p.h. 

' FUEL: Only Diesel fuel and bunker “C” available, 24 hours’ notice 
tequired for good service. 

CONSULS: None in the port. American Consulate and others at 

ae jalpa, 200 miles by road. 

AIRS: Local marine repair companies can undertake limited repairs 
general nature; pre-advice recommended. 
_ GANGWAY/DECK WATCHMEN: Shore watchmen not usually required 
' athis service left to discretion of the Master. 
_ OPENING/CLOSING HATCHES: On liners normally by crew with 
sistance of stevedores, otherwise according Charter Party. 
CERTIFICATES: On first call, Registered Tonnage Certificate; thereafter 
‘required unless gross/net tonnage be changed. 
WSTOMS ALLOWANCES: No restrictions, free use on board. 
wstoms officials check no sales ashore. 

SRVEYORS: Lioyd’s Agency available locally. 

APATRIATION: All facilities available for effecting crew changes and 

‘atriation by sea or air. 

ARPORT: International Airport Ramon Villeda Morales at San Pedro 
| Sua served by regular airlines. 35 miles by road. 

TME: GMT minus 6 hours, no changes during year. 

AYS: January 1st; April 14th; May 1st; Thursday, Friday and 
Saturday in Easter week; August 15th; September 15th; October 3rd, 
ah and 21st; and December 25th. Cargo work can be arranged on 
_ hese days, except on Good Friday, and May 1st (Labour Day). 
| TELEPHONES: Connections to all countries of the world from Hondutel, 

“cated just outside main port gate, cable services also available. 

E LEAVE: Permitted without restrictions. 

CENTIFICATION CARDS: Identification card must be shown to gate 

et man when crew members come back aboard. 

RBAGE DISPOSAL: No collection service available, but agents can 
¥ for private contractor to haul garbage to city dump. 

Fa OIL DISPOSAL: No waste oil service available. However, agent 

arrange for disposal, if oil in 55 gallon drums or similar for hauling 
2olécycling plant. 

AN'S CLUBS: No seaman's clubs available. However, agent can 
for low cost tours of historical sites nearby, beaches, and football 
with prior notice. Postage facilities and international telephone 

on is available. 

SENERA Y: Lempiras (LPS). U.S.$1.00 = LPS 7.50 (8.3.94). 

seat L: It appears that many of the stowaways discovered recently, 
Seysiehd with a good knowledge of where to conceal themselves. 
Patho orties are taking steps to restrict access to vessels by 
tis ren S09 Persons, but Masters should take special precautions in 


Pen WAS TER’S REPORT: September 1978 (Updated 1992). 

Sang pldtage compulsory. Pilot boards 2-4 cables off the berth, 
Rettiction Se of 72, 48, and 24 hours required. 

4 night Vessels can enter and leave at any stage of the tide day 
- Vessels are able to leave the berth in an emergency without 


- 


HONDURAS 


use of Pilot if a tug available. Least depth of water in channel from sea 
to berth about 35 ft. 

Max. Size: LOA 600 ft. Depth of water at banana berth is 33 ft. forward 
and 38 ft. aft. Max. draft 30 ft. There is a shoal patch about 150 ft. ahead 
of the berth. 

Health: Authorities require 72, 48 and 24 hours notice of arrival. 
per Radio stations used when approaching the port were “WNU" 
and “TIM”. 

VHF: Port Authority, Pilot and Agent on Channel 16. Channel 14 also 
available. 

Tugs: There are 2 tugs available, each 1,250 h.p. Vessels are able to 
dock and undock without the use of tugs. 

Berthing: Banana Pier — Position 15° 50.05’ N., 87° 57.35’ W. Distance 
from berth to entrance 2 miles. The nature of bottom at the berth is 
coral, mud and sand. Prior to arrival it is an advantage to have all derricks 
up as various equipment has to be brought on board. 

Always starboard side alongside, starboard side banana lids can be 
opened on all decks prior to arrival. 

The banana elevators are extremely close to the quay side and usually 
moved to the East end of the berth for docking purposes, but as vessel 
is making fast they are moved into position. Leave starboard gangway 
turned in until alongside and elevators moved. It is a good idea to tum 
in overside light fittings and on no account have a starboard list. The 
bollards are situated on the edge of the quay. The quay is concrete with 
wooden face, only about 1.5 ft. above the water. 

Four elevators used for loading. Work carried out around the clock, 
best hatch rate 48 t.p.h. 

Ro-Ro facilities available, vessel moors with 2 anchors and stern to 
the quay. There are facilities for handling containers. Presently the 
container area is ean expanded. 

Currency: Lempiras. If cable sent in advance U.S. Dollars can be 
obtained. 

Diversion: Agents request, if diverted to a Honduran port, a diversion 
cable must be sent to the Agents of that port giving time/date/nationality/ 
port of departure/and ETA. (This helps Agents with the documentation). 
Medical: Doctor and hospital available. 

Tankers: The Texaco Pier accepts tankers with a draft of 30 ft. 

Fresh Water: Available. 

Fuel: Bunker fuel, diesel oil and lubrication oils available. 

Density: 1025. 
Repairs: Facilities available for small repairs. 

Surveyors: Available. 

Services: Fresh provisions, groceries, meats and laundry services 
available. Contract work such as deck and engine room cleaning and 
painting can be undertaken, however, prices of contractors should be 
compared. 


SHIPMASTER’S REPORT: June 1981. 

Berth: Texaco Refinery. 

Arrival Draft: Forward 33 ft. 01 in., Aft 33 ft. 01 in. 
Density: 1025. 

Hoses: 1X6 in. and 2x8 in. clean products; 3x8 in. dirty products. 
Pumping Distance: 4,000 ft. 

No. of Berths: One. 

Tidal Restrictions: None. 

Bunker: Bunker “C” and diesel oil. 

Bunkering Rate: 2,000 b.p.h. 

Depths at LW: Bow, 33 ft.; stern, 40 ft. (by sounding). 
Max. Size: LOA 700 ft., beam 90 ft., draft 33 ft. 
Products Handled: Crude oil, fuel oil, diesel, kerosene. 
Loading/Discharging Rate: 18,000 b.p.h. 

Fresh Water: Limited supplies. 

Ballast Facilities: None. 

Distance from Sea to Berth: 2 miles. 

Channel: Width 2,000 ft., minimum depth 35 ft. 

Current: Variable/strong. 

Docking/Undocking: Any time. 

Tug: One required docking and undocking. 

Depth Alongside: Minimum 37 ft. 

Silting: Rapid. 

Bottom: Sand. 

Total Length of Dock: 250 ft. Condition: Good/moderate. 
Chart: DMA 28000, 28160, 28162, 28163 or HON. 002 — 003. 


SHIPMASTER’S REPORT: August 1981 (Updated 1992). 

Entrance recommended via buoyed channel close to Punta Cabballos 
light which is normally unlit and has NO radio beacon. Pilot will board 
one mile North of channel if requested via VHF Channel 16. Large 
vessels are instructed by Port Authorities to anchor at least 0.75 miles 
from piers. One tug only is available — 900 h.p. approx. 

Fresh water available at Banana Pier. Launch service available to 
vessels at anchor. 


SHIPMASTER’S REPORT: April 1989. 

Berth: Texaco Refinery. 

Arrival Draft: Forward: 26 ft. 00 in. Aft: 30 ft. 00 in. (after taking Pilot's 
advice and discharging part of the ballast). 

Density: 1025. 

Cargo: Recon Crude Oil, discharge through 2 x 8in. hoses. Max. 
discharge rate 15,000 bbis./hr. Distance to tank 500 m. 

No. of Berths: One. 

Tidal Restrictions: None. 

Docking: Starboard side alongside. 3 head lines/stern lines, 2 springs 
fore and aft. 1 small tug assists docking/undocking any time (24 hours). 
Berth of wooden construction and in moderate condition. 

Vessel Particulars: LOA: 684ft. O8in. Breadth: 105 ft. 08 in. 
Displacement: 63,578 tonnes. 

Approach: Pilot boards 1.5 miles North of Punta Caballos, if requested 
to do so. Call Port Control on Channel 16, 2 hours prior to arrival. Pilot 
boards from tug. Pilot recommends that deep draft vessels visiting for 
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first time do not enter bay without a pilot. N.E. Channel marker missing 
and Punta Caballos light destroyed. 

Silting: Silting at Texaco Dock is serious. Vessel grounded during 
peek It appears that seaward end of dock has less than 25 ft. of 
water. Dredging carried out almost continuously so water depth variable. 
On this visit seaward end of dock was 25 ft., middle 29 ft. and aft 33 ft., 
bottom is sand. 

Stores: Some fresh fruit, vegetables and fish available, also bonded 
stores. 


SHIPMASTER’S REPORT: March 1994. 
Documents: 
1 copy Clearance from Last Port. 
2 copies Maritime Declaration of Health. 
2 copies Vaccination List. 

10 copies Crew List. *** 

10 copies Passenger List (if no passengers, statement thereof) *** 

10 copies Ammunition List. *** 

8 copies Stores List. 
10 copies General Declaration. *** 
14 copies Cargo Manifest. *** 
3 copies Bill of Lading. 

*** These documents, at least 5 copies (preferably in Spanish), to be 
stamped by the Honduras Consul in the previous port. 
Approaches/Pilotage: Approaches to the port can be made from the 
North or West. In either case, there is adequate water for vessels 
drawing less than 9.00 m., but care should be taken as shoals of 
between 9.0m. and 10.0m. do exist within the vicinity. When 
approaching from the North on a course of 181° with the peninsula of 
Puerto Cortes dead ahead, an alteration of course to 221° was made 
direct to the Northern Pilot Station, with the peninsula 1.2 miles off. 
Indexing off the N.W. coast of the peninsula proved accurate. However, 
indexing off Punta Caballos whilst transitting the short channel on a 
course of 182° (final approaches to the berth), could not be relied upon 
due to the indefinite coastline. This is due to the constantly varying build- 
up/dispersal of silt on the very West of the peninsula, which in addition 
varies with seasonal changes (i.e. during Winter months (September — 
February), the peninsula is further covered by the sea, but in the Summer 
months (March — August), much of it dries out.). 

The Beacons in the short approach channel cannot always be relied 
upon, and on this occasion, Beacon No. 4 was missing and Beacon 
No. 2 poorly lit. Beacons No. 1 and 3 were both well lit and appeared 
in position. However, it should be pointed out that all 4 Beacons are 
marked (PA). 

The Pilot will board at the Northern Pilot Station (approximately 

1.5 miles North of Punta Caballos), by prior request, but normally prefers 
to board at Southern Pilot Station, South of the short channel, basically 
just off the jetty. The short approach channel is about 1.0 miles long 
and about 360 m. wide. There is plenty of water within this channel, and 
least depth ever recorded during the channel transit was 13.0 m. 
Restrictions: Vessels can berth anytime, day or night. 
Berthing: Texaco Berth: Vessels always berth starboard side alongside. 
Moorings: 4 headlines and 2 springs fore and aft. Springs are usually 
first lines, by heaving line to the jetty. The 4 head/breast lines from the 
forecastle all go to the same dolphin, and tend to lead more as breast 
lines than headlines. A similar arrangement exists aft. All lines to 
dolphins are by mooring boat (with a heaving line). Only one mooring 
boat is available for both ends, and boat prefers to take all 4 lines 
together. However, this is not often possible due to lack of manpower 
on board. A tug of 1,200 h.p. assists during berthing, but does not 
pralttnsa!| make fast, and generally just pushes along the port side where 
required. 

Depth alongside the berth varies, especially at West end (i.e. forward 
with the vessel starboard side to). This is due to the build-up of silt on 
the end of the peninsula, as described earlier, and is the reason why 
vessels always berth starboard side to (i.e. bow in the most 
unpredictable and shallowest water, and the more vulnerable stern in 
the deeper water at the East end of the berth). Due to the problem of 
silt build-up, a dredger is permanently on station close to the berth. 

In view of what has been mentioned above with regard to the build- 
up of silt, the maximum permitted draft alongside the berth appears to 
vary, especially from season to season. Ships have been known to berth 
here with drafts of up to 32 ft. (9.7 m.). On this occasion, our Voyage 
Orders were for a maximum safe arrival draft of 29 ft. (8.84 m.), and the 
depths that we recorded alongside the berth were forward 31 ft. 06 in., 
aft 36 ft. 00 in. | personally would suggest that a draft restriction of 30 ft. 
must be considered the absolute safe maximum, and recommend that 
vessels arrive 2 ft. — 3 ft. trimmed by the stem, rather than even-keel. 
Cargo Handling Facilities: The Texaco Berth is an old wooden ‘‘T” jetty, 
but reasonably well fendered. 

Cargo discharge is via flexible hoses, as follows: 


Gas oil 1x8 in. hose 
Mogas (all grades) 1x8 in. hose 
Jet 1x6 in. hose. 


Maximum back pressure ashore is 100 p.s.i. per line/grade. 
The shore tanks are only about 0.5 miles away, and overall average 
discharge rates are approximately as follows: 


Gas oil 1,150 cu.m./hr. 
Mogas (all grades) 350 cu.m./hr. 
Jet 230 cu.m./hr. 


With concurrent discharge of grades as described above, a total cargo 
of about 19,500 tonnes should be completed in about 24 — 26 hours, 
depending on quantities of grades, of which the Mogas grades are 
usually the predominant factor. 

General: Shore leave is permitted with passes provided by the Agents. 
A good security watch should be kept with particular regard to “visitors”, 
who inspite of security guards at the gate do sometimes attempt to board 
vessels. A letter is issued from the Port Authorities upon arrival, stating 
that unaccompanied females are not allowed on the vessel whilst 
alongside, and if such an infringement is detected, the ship will be fined. 
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Shore labour for cleaning/painting work is available at a ve 
Quotes were submitted for U.S.$2.00 per man/hour with a then 
10 men being available, plus U.S.$2.50 per hour for the Foreman \. 
to short notice, this offer was not taken-up, so the quality/ ~ 
work was not evaluated, but suggest this should perhaps be Considg 
in the future, as it may prove cost-effective. 


AUTHORITY: Empresa Nacional Portuaria, P.O.Box 18, Puerto Cong: 
Honduras C.A. Tel: 55-0987, 55-1125. Telex: 8007 Enaporto 
FAX: 55-1402, 55-1246, 55-0968. Cables: Enportuats 
Contact: Roberto Valenzuela, General Manager. 


AGENT: See “Puerto Castilla”. 


SAN LORENZO (Henecan): 13.24 N. 87.22 W. 
(See Play 


LOCATION: On the mainland of the Pacific Coast of Honduras new, 
the city of San. Lorenzo, Valle. 

PORT LIMITS: Port Jurisdiction: Lat. 13°21' 51”N., Long. rx 
15” W. Lat. 13° 24' 51” N., Long. 87° 25' 13” W. 

Laytime: \n the opinion of the Agent, laytimne will commence when yess 
received by Port Authorities and Pratique granted. Vessel wil » 
pombe when docked or at anchorage in the port (but not at pic 
station). 

DOCUMENTS: List of documents requested on arrival of vessels att 
Port of San Lorenzo (all documents must be written in Spanish ay 
without these documents serious delay of starting operations on box 
vessel are foreseen). 
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Documents 1/2/3/4 — only from last port. 

Documents 5/6/7/8/9/10/11/12/13/14 — from all ports where cargo ts 
been loaded. 

If the vessel will arrive without cargo for the port of AmapalaSe 
Lorenzo documents as stated Ballast and Manifest (Manifiesto © 
Lastre) from the last port only before arrival are requested. 

Lege =Legalised by Honduras Consul — or by consul of a friendly nate: 

If there is no consul of any friendly nation, by Port Captain, BUT? 
this case one copy of each manifest should be sent to: Secretana® 
Economia y Hacienda, Tegucigalpa, D.C. Honduras CA and = 
Administracion de Aduanas, Amapala, Honduras C.A. by airmail & 
certified. 

Also see “Puerto Castilla”. 
ph ene Compulsory. Distance from sea buoy to berth — 16 nau 
miles. 

Pilot station for San Lorenzo is at last buoys painted black/whié® 
position: Lat. 13° 12’ 03” N., Long. 87° 35’ 15” W. Pilot will board fe 
vessel about 1.0 miles — 1.5 miles South of the Sea Buoy, after com 
down the Bay from San Lorenzo for about 2 hours’ cruise by pilot bot 

Pilot recommends the best arrival time at Sea Buoy to be 3 how 
prior to HW. ; 

Two hours before arrival pilot station vessel must call Agent's 0% 
at San Lorenzo via VHF Channel 10 in order to send Pilot. 

Pilot boat has white and green upper works, black hull with the #0" 
“San Lorenzo” on poop. Pilot boat on VHF Channel 16. 
Shipmaster's Report: March and May 1992. 

Pilot boat was a small open boat with outboard motor. When sai" 
the vessel may be requested to carry the boat out to the Sea Buoy 
ANCHORAGE: Buoy in position: Lat. 13° 12'03"N., 
87° 35' 15” W. 

RESTRICTIONS: All incoming vessels must wait at the See 58 
located at the entrance of the access channel, where vessels ¥# 
boarded by the Pilot. ” 

The access channel to the Port of San Lorenzo is being provides 
light buoys however, vessels may only berth/unberth d a 
hours. This is due to the tide variation and the prevailing 109° 
channel at night. The seaward buoy is the pilot station. Depth 
channel at LW is 30 ft., width 122 m., and length 30 km. am 
MAX. SIZE: Depth alongside 32 ft. at LW. Vessels with draft 23 
enter/sail at any time and vessels with draft 30 ft. — 31 ft. at a 
HEALTH: If no disease on board reported by Master, " 
procedure necessary. vst 

The local authorities require all Crew members of vessels in 
Honduras to have valid vaccination certificates against yellow we 
cholera. Such vaccinations are not available in Honduras or) 
poole should be vaccinated at a convenient port prior to 

luras. 


sess ASD 


= en 2D =eT _ 


ee 


 SB@2As2@as SaRSBESCDBsSsLest=seLeeLSBZwT F£ _NBwAIiIzTsgse ._._.__ 


 @PFIwOVvRese i _ 2. _._ 


7, 2 2s 2 ase 


No radio station at San Lorenzo. 
“Acontinuous watch is maintained in office hours on Channel 16, 
urs and on holidays, the watch is intermittent. 
* calling should be on Channel 16. Tug works on Channel 12. 
agp working is on Channel 6. Agents on Channel 10. 
ag§: one tug available. Tug normally joins the ship about half mile 

wpe berth. Use of tug compulsory. 
NG: “T" shaped pier with 4 berthing places. 
~4n No. 1: 157 m. long. Depth alongside 10.67 m. 
No. 2: 139 m. long. Depth alongside 10.67 m. 
zat No. 3: 116.43 m. long. Depth alongside 6.70 m. (inner). 
gett No. 4: 134 m. long. Depth alongside 6.70 m. (Inner). 

» 1x30 ton portainer. 2 cranes capacity 30 tons and 25 tons. 

additional 140 tonnes crane is planned. 6 forklifts, 3x 6,000 Ibs.; 
45000 Ibs. and 28,000 Ibs. 4 yard trucks. 

ses: General Cargo Warehouse: 2,408 sq.m.; Lumber Shed: 1,204 
‘=. Piling Sugar Warehouse: 3,072 sq.m. (10 tons capacity); Open 
Warehouse, for cotton: 1,806 sq.m.; 2 molasses tanks, capacity 
gon gallons; open storage 32,913 sq.m. 

RES: Arranged by Agents, working around the clock with 

wks for meals. 
gts: 0700 — 1200, 1300 — 1700, 1800 — 2300 and 2400 — 0600 hrs. 
ygo Handling Rates: 
asin: 15 tonnes per gang/hour. 
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toffee: 30 tonnes per gang/hour. 

wmber: 20 tonnes per gang/hour. 

Timber: 25 tonnes per gang/hour. 

totton: 15/20 tonnes per gang/hour (100 bales). 
Wolasses: 145 tonnes per hour. 

sugar: 50 tonnes per gang/hour (2 gangs). 

eat: 10 tonnes per gang/hour. 

Cars: 15/20 per hour. 

jeneral cargo: 8/10 tonnes per gang/hour. 


cement: 30 tonnes per gang/hour (in bags). 

\reliron bars: 40 tonnes per gang/hour. 

SICAL: Nearest hospital in Choluteca City, 30 minutes by car. Minor 
ses can be attended by doctor at San Lorenzo. 

WKERS: Tanker connections between Berths No. 1 and No. 2 (See 


nn’). 
#SH WATER: Good quality potable water available in unlimited 


nities. 

£L: Only if required, and if sufficient notice given to the Ship's Agency. 
NSULS: Consulates exist for the following countries: 

\caragua, El Salvador in Choluteca City, 30 minutes by car from San 
mnz0, 


“nsulates for other countries in Tegucigalpa, the capital, (90 km.) 
wurs by car from San Lorenzo. 

PAIRS: Not available. 

/ DOCKS: None available. 

RVEYORS: Not locally available but can be called through Agency. 
yis Sub-Agency San Lorenzo, c/o Servicios Portuarios SA, 
slorenzo, Honduras, C.A. 
NGWAY/DECK WATCHMEN: Not 


essary. 
NICHES: dd stevedores. 
STOMS ALLOWANCES: Tobacco/Wine; spirits are not allowed to 
‘tld out of bond. 
PATRIATION: Immigration Offices in town and in Tegucigalpa. 
~ leave daily from Tegucigalpa. (90 km. from San Lorenzo). 

: In Tegucigalpa, 90 km., 2 hours by car. Connections to 
avNew Orleans/Houston/Panama/Mexico and all Central American 


recommended and not 


wities. 

NDAYS: January ist, April 14th, May 1st, August 10th, September 

‘October 3rd, 12th and 21st, December 25th and Thursday, Friday 

‘Saturday of the Easter week. 

lk can be arranged excepting May 1st, September 15th and Holy 

8) during Easter week. 

YE: GMT minus 6 hours, no alteration during year. 

RGENCY CO-ORDINATION CENTRE: Firstly Port Superintendent 

be called using VHF Channel 16. Also Honduran Coast Guard can 

taled on the same Channel. 

UEPHONES: None. 

AMS: At Tegucigalpa: Bank of America, Bank of London & Montreal, 

*9 Atlantida and Banco Ahorro Hondureno. 

NRING: See “Prelims”. 

_ Vessels are stored by truck. 

“Tucks can proceed alongside the berth. 

od trucks can be used on the jetty to handle stores. Truck 
red. 

: There is no Custom Regulation in force regarding storing. 

Local riggers can be employed to assist with storing. 

“RE LEAVE: Allowed. Restrictions placed on crew from some 

menace members to shore passes. 


® Honduras Chart No. 004. 

Variation: 2.5 m. — 4.0 m. 

*aling Winds: From South and East. 

% Flags required: 

, ,"@ Country's flag where the ship is registered. 
; '@ Honduran flag. 

, 22 yellow (Quarantine) flag (if necessary). 
The red flag (if necessary). 


SUSTER'S REPORT: May 1994. 

wd xing molasses. 

bs 8.4. Charts No. 1049 and 1960. 

ejections: NP 8, 1975 + NP 8S 10-92, 4.31 ET SEQ. 

% Time: GMT minus 5 hours. This is in force from early May 

pagl New law. Information published in Admiralty List of Radio 
and Nautical Almanac is now incorrect. 
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Approaches: No problems on approach to Gulf of Fonseca. Pilot was 
contacted at about 25 miles. At this time, he was in his boat and awaiting 
our arrival, but due to the change in Standard Time kept in Honduras, 
which had been changed from GMT minus 6 hours to minus 5 hours, 
we were working on a different time to him, and therefore he had a long 
and uncomfortable wait for us. 

Pilotage: Pilot boards about 1 mile South of Sea Buoy. His boat is a 
light open boat powered by an outboard motor. This also functions as 
a mooring boat for running the first lines at the berth. 

There is also a heavier steel motor boat with black hull and green 
superstructure, which was used when we departed. 

Buoys cannot be relied upon as charted. Sea Buoy and Buoys No. 1 
and No. 2 appear to be in position, but after that, the sequence and 
position of buoys becomes erratic. On the way in, the following buoys 
were not seen: No. 7, 8, 9, 14, 15, 16, 17 and 21. The following were 
out of position as charted: No. 3, 4, 13, 18, 19, 20, 22, 23, 25, 29, 30 
and 33. Buoy shapes seem arbitrary, but the colours, although faded, 
are correct. Although some are fitted with lights and solar panels, they 
do not appear to be working. Certainly the one buoy visible from the 
berth was unlit. 

Off the beach at Raton, here are 2 large white mooring buoys 
apparently laid by the U.S.Navy, and there are 4 more similar buoys 
laid to the North of the Pier, just before the bend in the river. At first, 
the Pilot appeared confused, and | was concerned about his ability, but 
perhaps two or three hours waiting for us was a little trying, and once 
the bridge team began to understand his English, he proved very 
competent. The echo sounder showed adequate water on a rising tide 
and a draft of 25 ft. 03 in. with the worst patch in the vicinity of Buoys 
No. 3/4 (where they should be) and Buoys No. 5/6. Pilot reckons, 
maximum draft would be 30 ft. to 31 ft. at ue tide. As we were entering 
on the flood, we used the starboard ai r to swing off the berth, 
stemming the current just North of the North end of the wharf. Current 
was then used to ease the ship alongside the South outer berth. The 
manoeuvre was well judged. 

There are no tugs at present. There is supposed to be one, but it is 
not operational. 

Departure was on a rising tide, with a maximum draft of 29 ft.03 in. 
There was 1.0 m — 1.5 m. under vessel from the berth to the bend off 
Estr. de la Conchelitas, after which depths were 6.0 m. — 8.0 m. under 
vessel. There was plenty of water until the position of Buoy No. 19 on 
the chart, where a stretch of shallow water, 1.0 m. under-keel, extended 
to the bend off Estr. de la Jagua. The final shallow stretch extended 
from the position of Buoy No. 13 on the chart until Buoys No. 1 and 
No. 2 


Berth: Clean, open deck with a road to the shore. Dimensions as in the 
“Guide”. Well fendered and a good number of bollards were available. 
Fresh water is available from metered supply points, and Sry is no 
problem. Molasses connection of 8 in. is on South outer berth. 

There are connections for imported petroleum products at the centre 
point of the outer side. There is another connection on the North outer 
berth which looks similar to the molasses connection on the South berth. 
Although the berth is provided with lights on tall poles, they are not used 
because of the shortage of power, and at night there are very few shore 
lights visible. 

There appears to be less water alongside than advised. At iow water 
we touched bottom (soft mud) when drawing 29 ft.03 in. 
Documents/Officials: Documents prepared using information in the 
“Guide”, and this was by and large correct, but with the usual request 
for three more copies. 

No problems with presenting forms in English. Last port was 
Manzanillo (Mexico), so Clearance was in Spanish with Crew Lists 
endorsed by Mexican Immigration Authorities. 

Bond was not sealed. 

Prior to arrival, Agents advised that, due to periodic power cuts, 
communications with them could be uncertain, and their only solution 
was to request us to try again later. 

Agents were efficient. Two representatives remained on board 
throughout the loading. One took care of Agency work and the other 
was the cargo surveyor. 


AUTHORITY: Empresa Nacional Portuaria (E.N.P.), P.O.Box 32, San 
Lorenzo, Valle, Honduras. Te/: 81-21-12, 81-21-45. Telex: 504- 
4005 Enaporto Ho. FAX: 81-21-27. Contact: Miguel Estrada, Port 
Superintendent. 


TELA: 15.47 N. 87.27 W. 


DOCUMENTS: 

1 original Clearance 

1 original Health Certificate. 

1 original and 12 copies Manifest. 

1 original and 11 copies Cargo Book. 

1 original and 8 copies Stores List. 

1 original and 8 copies Crew List. 

1 original and 8 copies Passenger List. 

1 original Baggage. 

1 original Voyage Memorandum. 

All documents must be in Spanish; Cargo Book should be in 
alphabetical order. 
Certificates: Health and Derat certificates needed. 

Also see “Puerto Castilla”. 
PILOTAGE: Permanent Pilot available and compulsory. There is a small 
boat that assists docking by handling mooring lines from vessel to wharf. 
48 hours advance notice of ETA required. 


(See Plan) 
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ANCHORAGES: 1 mile out, North from wharf, 57.5 ft. or more; no 
boundaries. 
MAX. SIZE: Max. permissible length 580 ft., breadth no restrictions, 
draft 10.3 m. 
HEALTH: Agents arrange Pratique; in case of disease or fever aboard, 
the vessel will be placed in quarantine for a minimum of 5 days. 

Valid Vaccination Certificates against yellow fever and cholera 
required. These vaccinations are not available in Honduras. 
VHF: Port Authority on Channel 16. 
TUGS: Available on request. 
BERTHING: Berthing possible throughout 24 hours.. 
General Cargo Berth: East side of pier, starboard side alongside. 
Banana Berth: West side of pier, port or starboard side alongside, 
depending on which side elevator space is required (See “Shipmaster's 
Report” — 1979). 4 elevators available, type camel back. Rate per 
elevator 3,500 boxes per hour. 
Depths: West side: 8.0 m. — 9.9 m. East side: 8.6 m. — 10.3 m. 
STEVEDORES: ETA advice should be given 48 hours prior to arrival in 
order to arrange gangs. Labour rates are subject to surcharge of 25%, 
50%, 75% and 100% to cover overtime, depending on hour or day 
worked. 

Gangs: For bananas: 180 men, 3 gangs. General cargo: No 
restrictions. 
MEDICAL: Hospital facilities available. 
TANKERS: Discharging lines only, spray oil 6 in. Berth available for 1 
tanker on East side. Max. draft 30 ft. Storage for bunkers and LPG 
available. 
DENSITY: Average density in port is 1029. 
FRESH WATER: Delivered by hoses at rate of 100 gallons per minute. 
FUEL: Available from Texaco Refinery, and by barge. 
FIRE PRECAUTIONS: Extinguishers and water hoses available. 
CONSULS: None. 
REPAIRS: Only minor repairs. 
GANGWAY/DECK WATCHMEN: Watchmen can be obtained at day- 
time rates plus 25%, 50%, 75% and 100% to cover overtime, depending 
on the hour or day worked. 
OPENING/CLOSING HATCHES: Work done by stevedores. 
CUSTOMS ALLOWANCES: 1 carton cigarettes and 1 bottle wine or 
spirits for each man. 
CARGO GEAR: Must have current valid certificate for ship’s gear. 
REPATRIATION: Repatriation can be made on request by Master. 
AIRPORT: Distance from wharf to airport is about 80 km. served by 
regular airlines. 
TIME: GMT minus 6 hours. 
HOLIDAYS: January 1st, work possible; April 14th, work possible; May 
1st, not possible; September 15th, work possible; October 3rd, work 
possible; October 12th, work possible; October 21st, work possible; 
December 25th, work possible. Thursday, Friday and Saturday of Holy 
Week — work possible except Friday. 
POLICE/AMBULANCE/FIRE: Contact telephone operator. 
TELEPHONES: No facilities for placing telephones on board. There is 
a telephone in stevedores office on pier. 
SERVICES: Ship chandler and launch service available. 
SHORE LEAVE: Crew members allowed ashore, providing they do not 
have any diseases. 
IDENTIFICATION CARDS: Required (supplied on arrival). 
DELAYS: Delays can be expected any time there are 2 ships docked. 
GENERAL: Ships must have Honduran flag on board. 


SHIPMASTER’S REPORT: February 1979 (Updated 1992). 

Contrary to the previous information on this Port, “Vessel” berthed 
starboard side alongside. 

Pilots: Available on request. 

Berthing: Used port anchor, head out. The mooring boat meets vessel 
at the end of the jetty. It is a white painted boat with a small cabin. Very 
helpful in assisting with the lines, going from forward to aft as required. 
It is of great advantage to have a mooring rope on the fore deck starboard 
side, ready to lead forward as due to the Northerly wind and swell, vessel 
soon drops astern. 

The beach shelves fairly fast, and with a ship of this length (575 ft.) 
a good guide is not to let the bow pass the end of the jetty. A depth of 
24 ft. was recorded when sounding round when alongside, only 30 ft. 
astern of the ship. 

The jetty itself has a sprung centre of about 350 ft. long with rubber 
tyres along same, unfortunately secured by chains which ruins the 
overside paintwork when the ship surges in the swell. 

Additional moorings: The Tela Rail Co. is at present renewing the coir 
springs on the berth. The shore labour assisted at all times with the 
moorings as the ship was loaded, also when shifting ship at midnight. 
Cargo Gear: The shore side derricks have to be “Doubled up”. The 
existing runners doubled back and shackled to the preventer lug and a 
snatch block used. It is one straight lift and pulled on board by the single 
runner on the off-side derrick. The “Hallen” was used at No. 4 hatch 
but the preference was to use “Double Gear” at No. 3. The “Lift aboard” 
elevators are 3.7 tonnes, but at the jetty end they run on a steel roller, 
which is placed on a large steel plate. 

Loading: Vessel loaded all hatches, No. 5 being through the side doors 
and later when No. 1 had finished vessel shifted ahead to give more 
depth of water aft. Due to a labour shortage we only loaded any three 
hatches at one time. 

Cargo is brought onto the pier by train with several small shunts a 
shift, very little time lost during shunts. 

Fresh Water: Available at slightly differing pressures, rate varies between 
5 and 7 tonnes per hour. 

Labour: All key personnel speak very good English and are extremely 
helpful. It is not necessary to keep crew on “Captive Time” for shifting 
ship during the night, Foreman and labour are only too pieased to assist. 
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SHIPMASTER’S REPORT: August 1981. 

Engines should be kept at immediate notice while Alongs 
especially from December till May as swell may increase with 
warning. 

Shore labour for deck/engine room cleaning and painting are rag 
available. 

Two mooring buoys shown on U.S. and B.A. charts to West of 
DO NOT EXIST. ma 


AUTHORITY: Empresa Nacional Portuaria, 
Honduras. Tel: 48-2024, 48-2187. 
Contact: Rosendo Garay, Port Superintendent. 
Operator: Tela Railroad Company, Exportation Department, Te 
Honduras. Tel: (504) 48-2108. Telex: 448706 TrrexPih hk 
Contact: G.Delgado, Port Superintendent. 

Head Office: Apartado Postal No. 30, San Pedro Sula, Core 
Honduras, C.A. FAX: 482441. 


P.O.Box 38 


FAX: agg 


4821p 


NOTES 
Please also advise Shipping Guides Ltd. 


- 


yong Kong 


WnG KONG: 22.18 N. 114.10 = (See Plan) 


aBOUR LIMITS: (Approximately): Western Entrance — the N.S. line 
seween S.E. extremity of Tsing Yi Island and the flashing light at S.W. 
wer of Green Island. Eastern Entrance — the N.E./S.W. line between 
seonshore Fl. W. and the Fl. R. lights either side of the Lei Yue Mun 
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ENTS: 
aor Immigration Clearance Facility: Marine Department Notice 
aA of 1993, issued 5th July 1993: 
The attention of Owners, Operators, Agents and Masters of vessels 
is invited to the availability, since 1st September 1992, of Pre- 
Arrival Immigration Clearance facility for vessels intending to call 
at Hong Kong. Under the scheme, all vessels other than North 
xorean vessels and vessels carrying any North Korean crew, are 
gligible to apply, provided they meet the normal Immigration 
requirements. Each application is, however, considered on its own 


© 


merit. 
+ Under existing procedures, supernumerary crew, i.e. those not 
* actually employed in the working or service of the ship, are treated 
as passengers, and if they are visa nationals, they require their 
travel documents and visas to enter Hong Kong. Vessels carrying 
supernumerary crew without proper documentation will be 
precluded from PAC facilities. However, consideration may be 
given to the issue of visas to them upon the ship's arrival in Hong 
Kong, provided details are given 48 hours in advance. 
| Applications should be made on Form !D325, with supporting 
documents specified in Para. 4 below, to the Chief Immigration 
Officer, Harbour Control Section, 10th Floor, Harbour Building, 
38 Pier Road, Central, Hong Kong, at least 48 hours before the 
estimated time of arrival of a vessel. The Form ID325, “Application 
for Immigration Pre-Arrival Clearance for Vessels", may be 
obtained from the Harbour Control Office. 
‘ Supporting documents consist of: 
() | Three copies of the Crew List, 
i) | Two copies of the Passenger List, and 
(ii) | A cable from the Master requesting Pre-Arrival Immigration 
Clearance certifying that all travel documents of crew and 
passengers are valid for their intended period of stay in Hong 
Kong. The cable should be sent after the vessel has left its 
previous port of call, and may be submitted separately (after 
the original application) to the Harbour Control Section not 
less than 24 hours before the ship's arrival in Hong Kong. 
‘ All vessels are encouraged to use this Pre-Arrival facility as it is 
| onl to improve the port efficiency and turn around time of 
vessels. 
{ Further information may be obtained by writing to the Chief 
Immigration Officer at the address given in Para. 3 above, or by 
_ telephoning the Harbour Control Office at No. 852-3416. 
ined: Director of Marine (Ag.), Marine Department, Hong Kong. 


‘eine Department (Arrival): 

arine Department Shipping Report (Form MO. 618). 

Certificate of Registry and/or Tonnage Certificate. 

eon of Fitness (all vessels carrying chemicals in bulk if 


Passenger ship: Safety Certificate. 
| pega or cargo ship: Load Line Certificate. 
v4igo ship: Radio Certificate. 
igo ship: Safety Equipment Certificate. 
igo ship: Safety Construction Certificate. 
_ Sip’s Articles of Agreement with the crew (if the ship is British, or is 
a ship belonging to a nation not represented by a Consul in Hong 
| ay). 
‘copy Minimum Safe Manning Certificate. 
Yat Certificate or Derat Exemption Certificate. 
py of the ship’s Passenger List (if specifically requested). 
vearance Certificate from the Last Port. 
copy of the Import Cargo Manifest (if specifically requested). 
‘copies of the Dangerous Goods Manifest (if applicable). 
**opies of the Radioactive Substance Manifest (if applicable). 
“mpulsory Insurance Certificate (if carrying more than 2,000 tons of 
*sstent oil in bulk as cargo). 
be The ship's Articles of Agreement to be submitted to the Mercantile 
‘8 Office, all others must be submitted to the Port Formalities Office 
"Waring Department within 24 hours of a ship's arrival with the 
*@ption of the Dangerous Goods Manifests (2) which should be 
‘onitted at least 48 hours prior to the vessel's arrival. 
, ("gular port callers employing Agents with established credibility, 
, ve requirements are waived providing: 
, Hes onginal certificates have been sighted once. 
at of certificates is maintained. 
“Waring Department Shipping Report (Form MO618) is submitted 
_y fax on vessel's arrival. 
addition to the above, certain types of vessels are required to give 
Ee tion to the Director of Marine prior to arrival as follows: 
ola of every vessel over 300 g.r.t., address to ‘MARDEP’ 
2) W/T communications via Hong Kong Radio (VPS); or 
(0) Telex: 63607 Mdvts HX; or “le SA 
() VHF R/T on Channel 12 (156.6 MHz). 
An initial notification of not less than 12 hours before the vessel 
S expected to enter the waters of Hong Kong, also a confirmatory 
‘otification of not less than 4 hours before the vessel is expected 
Snter the waters of Hong Kong. 


HONG KONG 


(ii) The Master, Owner or Agents of every oil tanker (if carrying more 
than 2,000 tons of persistent oil bulk), gas tanker and chemical 
tanker, address to ‘MARDEP'’ by Telex: 63607 Mdvts HX, not less 
than 48 hours before the vessel is expected to enter the waters 
of Hong Kong, a tanker arrival notice. 

Marine Department (Departure): 

Application for Port Clearance (MO 618), 2 copies of Ship’s Export 
Dangerous Goods Manifest. 

1 copy of Ship's Export Cargo Manifest (if specifically requested), all 
relevant documents and trading certificates are same required for 
the Report of Arrival. 

Port Health Officer (Arrival Only): 

Maritime Declaration of Health. 

1 copy of the ship's Passenger List. 

1 copy of the Crew List. 

Derat Certificate or Derat Exemption Certificate (whichever is 
applicable). 

Note: The above documents/forms must be produced for the inspection 
of the Port Health Officer on boarding at the Quarantine Anchorage. 
Customs and Excise Department: 

One copy of the ship's Import/Export Cargo Manifest for Cargo 
Research Division, 9/F, MTL Building, Kwai Chung. 

One copy of Import/Export Statement in respect of Dutiable Goods 
(CED 39 and 40) for Excise Control Group, 7/F, Harbour Building, 
38 Pier Road, Hong Kong. 

One copy of the ship's Import/Export Cargo Manifest, upon request, 
for boarding Customs Officers. 

One copy of Arrival Declaration in respect of Dutiable Stores 
(CED 64), upon request, for boarding Customs Officers. 

One copy of the Arrival Declaration (CED 114) and one copy of Crew 
List and Passenger List, upon request, for boarding Customs Officers. 
NOTE: According to current practice, the Trade Department and the 
Census and Statistics Department, also both receive a copy of the ship's 
Import/Export Cargo Manifests from the respective shipping agents. 
These copies are in addition to the copies supplied to the Customs and 
Excise Department. 

Immigration Officer (Arrival): 

2 Transit-Passenger Lists. 

2 Landing-Passenger Lists. 

3 Crew Lists. 

Note: The above forms must be produced for the inspection of the 
Immigration Officer on boarding after the ship has been ‘cleared’ by the 
Port Health Officer. 

Immigration Officer (Departure): 

2 Lists Passengers boarding. 

2 Lists Transit Passengers. 

2 Crew Lists. 

Post Office (Arrival Only): 

1 copy of the Ship’s Mail Manifest. 
Hong Kong Police: 

1 copy of The List of Arms and Ammunition on board (Nil return 
required) to be handed in at the Entry and Clearance Office with Marine 
Department papers. 

Shipmaster'’s Report: October 1988. 

To be sent from last port of call before Hong Kong: 

1H Kong Official Crew List. 

1 List of Ports of Call. 

Copies of: Ship's Register 

Safety Equipment Certificate. 
Safety Construction Certificate. 
Safety Load Line Certificate. 
Safety Radio Certificate. 
Derat Exemption Certificate. 
Agent: All Certificates. 
1 Safety Manning Certificate. 
Clearance from Last Port. 
1 copy ordinary Crew List. 
1 copy Stores List. 
Quarantine: 1 Maritime Declaration of Health. 
1 ordinary Crew List. 
Immigration: On arrival: 1 set of Hong K Crew Lists. 
5 copies ordinary Crew Lists. 
On departure: 2 copies ordinary. Crew Lists. 

Police: 1 copy Arms and Ammunition List. 

Customs: 2 copies Stores List. (Also see “Customs and Excise 
Department” above). 

ARRIVAL ADVICE: It is mandatory for Shipmasters to cable MARDEP 
Hong Kong 12 hours (see “Notices” — No. 89/1985) before arrival 
requesting permission to enter Hong Kong waters and advising ship's 
name, nationality, type of vessel, total number of persons on board, ETA 
abeam of Waglan Island and reason for call. It is not permitted to enter 
Hong Kong waters until permission has been granted. It is mandatory 
for all vessels over 300 tons gross to carry VHF radiotelephone capable 
of operating on Hague Plan frequencies and to make contact with the 
Vessel Traffic Centre on Channel 12 before entering Hong Kong waters 
and thereafter at specified calling points. They should report their 
position, ETA at pilot station, final berth, and intended route inwards, 
East or West. If entering from the East then the vessels mast height 
above the water should also be reported. (This is needed for information 
to the airport where the runway extends close North of the Hung Hom 
Fairway). Shipmasters are also asked to report any other relevant 
information such as dangerous (including radioactive) goods on board. 
If the vessel is taking a Pilot, reference should be made to the ‘Sailing 
Directions’ in the China Sea Pilot Vol. |, with regard to the positions of 
the pilot stations, and Pilots should only be embarked or disembarked 
at these points. Additional radio reports to MARDEP during the vessels 
inward or outward passage aid in the safe movement of all vessels in 
the port and approaches. The Marine Department has introduced a new 
radar-assisted Vessel Traffic Service. The system consists of high 
technology radar surveillance, tracking and data processing equipment. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle 


APPROACHES: (A) (Dry-cargo and container vessels): The approaches 
are reasonably free from hazards and are well marked by day and night. 
Vessels seas a buoys with drafts up to 11.2 m. are requested to 
enter port via the Western Entrance. Other vessels with drafts up to 
10.9 m. may enter via Lei Yue Mun entrance. 

(B) (Tankers): Tankers without a gas-free certificate are prohibited 
from transit through Victoria Harbour. Tankers which berth at Tsing Yi 
island, Lamma Island, and Tap Shek Kok are requested to use the 
Western approaches. A channel has been dredged at Hongkong Electric 
Company Wharf at West Lamma Isla for the purpose of 
accommodating vessels at 13.8 m. draft. 

(C) Buoyage. The system of buoyage used in Hong Kong has been 
changed from the Uniform to the [ALA System. 

Compulsory traffic separation lanes are in force for both the East and 

West approaches. Up-to-date Admiralty charts should be consulted for 
details. 
PILOTAGE: Pilotage is compulsory in the port for certain categories of 
ships, as described in the Pilotage (Amendment) Ordinance 1987, which 
came into effect on 1st August, 1987. Pilots are licensed by the Pilotage 
Authority (Cables: Pilot Hong Kong. Telex: 62062. Fax: 5453091) and 
are available to board ships at the 4 pilot boarding stations described in 
the Second Schedule of the above mentioned Ordinance. 

The Hong Kong Pilots Association provides pilotage services. Pilots 
generally board inbound ships using the Eastern Entrance in the vicinity 
of the Lei Yue Mun ‘TCS4’ Buoy (Lat. 22° 16’ 00” N., Long. 
114° 15’ 40” E.) and disembark at the same point from outward-bound 
ships. At the Western entrance, Pilots embark and disembark to the 
S.W. of Green Island (Lat. 22° 16’ 00” N., Long. 114° 06’ 36” E.). It is 
a contravention of Regulation 21(1) of the Shipping and Port Control 
Regulations, 1978, for any vessel to pick up or discharge a Pilot within 
a distance of 1 nautical mile from the centre of either the Lei Yue Mun 
Pass or the Sulphur Channel. Maximum speed inside Harbour is 8 knots. 

Hong Kong Pilots can be contacted on VHF Channel 11. 

Also see “Notices” — No. 53/1985 and No. 121/1987. 
ANCHORAGES: Examination Anchorages (quarantine and 
immigration) for clearance inwards are situated within the harbour limits 
to cover the entry of shipping from East and West. The principal 
dangerous goods anchorages are situated at the Western end of the 
harbour and at Pun Shan Sek (tankers), whilst there are others at Junk 
Bay, Tsuen Wan and Rocky Harbour. 

he Western Examination Anchorage works 24 hours a day whereas 
the Eastern Examination Anchorage works from 0630 — 1800 hrs. Only 
on request. Ships requiring service in the Eastern Quarantine Anchorage 
should advise MARDEP on VHF radio Channel 12 when establishing 
contact prior to arrival. 
Report: The following was sent by the Marine Department to Tanker 
pclae Operators in September 1993. 

uote: 

Vessel Traffic Centre — Anchoring of Large Tanker Vessels Awaiting 
Berths at a Petroleum Wharves: 

Tankers of 120 m. LOA or more in length and which are intending to 
berth at Tsing Yi, will be instructed by Vessel Traffic Centre (VTC) to 
proceed to anchor at South Lamma Dangerous Goods Anchorage 
(SLDGA), if they cannot confirm their berths are available before entering 
the waters of Hong Kong. Only under very exceptional circumstances 
will such large tankers be allowed to proceed to anchor at Pun Shan 
Shek Dangerous Goods Anchorage (PSSDGA). Tankers of less than 
120 m. LOA may continue to anchor in the PSSDGA for the time being 
pee furiber propeaee on anchorage areas and fairways currently 

ing formulated by this department. 

The implementation of the above requires close coordination between 
various offices. | should be grateful therefore if you would make all 
necessary arrangements, including providing the Masters before they 
approach, the information on whether a berth is available and, if a 
designated berth is still occupied, instruct the Master to anchor and wait 
at SLDGA. You should also book a pilot only for berthing your vessel 
alongside Tsing Yi Wharf. | will inform pilots that they should not take 
large tankers to PSSDGA unless there is permission from VTC to do 
so. 

Unquote. 

MAX. SIZE: Largest vessels calling regularly have been container 

vessels, length up to 305 m., with drafts up to 14.6 m.; tankers length 

over 274 m., draft 14.6 m. Maximum size governed by draft of vessel. 

No limit as to length and beam. Draft in harbour: “A” class mooring 

aaa 6.5 m. to 12.0 m. “B” class mooring buoys 5.7 m. to 8.8 m. 

aoe TIQUE: Conditions under which a Vessel may be Granted Radio 
ratique: 

(a) The vessel must not have called at a plague infected port within 
6 days prior to arrival at Hi Kong. 

(b) If the vessel has called at a cholera infected port within 5 days 
prior to arrival at Hong Kong, the Chief Port Health Officer or his 
delegated officer has full discretion in the granting of Radio Pratique. 

(c) pee are not more than 24 passengers on board at the time of 
arrival. 

(d) Avessel carrying more than 24 passengers may be granted Radio 
Pratique if there is a ship's surgeon on board. 

(e) The Master must furnish, through his shipping company or Agent, 
the following cabled information to the Port Health Office not more than 
pf cg not less than 8 hours before his expected time of arrival 
at Hor ong: 

(i) Ports of call with dates of departures during the 14 days prior to 
arrival. 
(ii) Numbers of passengers and crew members on board. 
(iii) A statement that all persons on board are healthy. 
(iv) A statement indicating whether any case of infectious disease 
has occurred on board during the voyage. 
(v) Whether any person on board is sick. 

(vi) The date of issue of the Derat or Derat Exemption Certificate. 

(vii) Type of vessel. 

(viii) Whether foodstuffs are carried as cargo on board ship, and if so, 

type of foodstuff and country of origin. 
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Notes: 

1. Applications for Radio Pratique must be made 
companies or Agents. Application forms should be sent to bhi 
Office, Wu Chung House, 18th Floor, 213 Queen's Road East, Wane 
during normal office hours (0900 — 1700 hrs. on Mondays to Free, 
and 0900 — 1300 hrs. on Saturdays). 

2. For urgent cases outside normal office hours, shipping 
or Agents may apply for Radio Pratique by telephone or by Fax iy 
Port Health Office, Hong Kong Airport (Tel: 7696284) during the folog 
hours: Mondays to Fridays 1700 to 2300 hrs. 

Saturdays 1300 to 2300 hrs. 
ye undays feb Public resaays 0900 to 2300 hrs. 
necessary information together with supporting docu 
be submitted in writing to Port Health Office, Centre Point, one 
working day. 

3. No Radio Pratique will be granted between 0000 and 0900 by 

4. When Radio Pratique is granted, shipping companies or Aan 
will be responsible for notifying the Master concerned. ' 

5. The granted Radio Pratique will automatically expire 24 hours a 
the stated expected time of arrival at Hong aot 

6. The granted Radio Pratique will no longer be valid if theres» 
change in the health status on board the vessel concerned during 
period from the submission of the application to the actual time of an, 
of the vessel at Hong Kong. This means that the Master of the yes 
concerned will have either to re-apply through his shipping compen, 
Agent, giving the additional information, or to display the approrrs 
signal when approaching the Quarantine Anchorages: 

Day: International Code flag “Q”. 
Night: A red light over a white light in a vertical line, 2.0 m. ay 

7. Ships granted Radio Pratique will be required to display» 
following signal when entering Hong Kong waters: 

Day: International Code flag “TO.” 
Night: 3 white lights in a vertical line, 2.0 m. apart. 

8. Maritime Declaration of Health and Passengers and Crew Lisy 
have to be collected by the shipping companies or Agents and deliver 
during office hours to the Port Health Office, Wu Chung House we 
24 hours of the ship's arrival. Also see “Notices”. 
IMMIGRATION: Immigration formalities take place at the Easier: 
Western Examination Anchorages after clearance by the Port He: 
Authorities. Immigration launches are on duty 24 hours a day np 
Western Anchorage and from 0630 hrs. to 1800 hrs. in the Ease 
Anchorage throughout the year. 

RADIO: Cable Agent via Radio er San call sign “VPS”. 

The Marine Department Vessel Traffic Centre (VTC) is man 
24 hours a day throughout the year. It can be contacted by tele) 
cable, by facsimile and by VHF radio-telephone on Channel 12> 
VTC is the control centre of the newly installed Vessel Traffic Sys 
which consists of high technology radar-based surveillance, trackings 
data processing equipment. The VTC can be contacted by Telex nun 
63607, Answerback MDVTS Hx. Facsimile number 8586646. 

Wireless Telegraphy: Radio communication apparatus on boat 
merchant vessel is not permitted to be used while the vessel is 
Hong Kong territorial waters except in the following circumstances 

When a vessel is proceeding through Hong Kong territorial wae 
such apparatus may be used to communicate on minimum power® 
the nearest coast station or, if communication with the nearest ae 
station is impracticable and the safe navigation of the vessel so requt 
with a more distant coast station or another vessel; 

For the purpose of summoning assistance on an occasion of dy 
to the life of any person or to the vessel; 

For the purpose of carrying out experimental tests for w® 
permission in writing must first be obtained. 

During the period when tropical cyclone signals 8, 9 or 10 are inte 
radio and television stations will extend their hours of operation aw 
the clock, and will undertake broadcasting of tropical wart 
in English and Chinese, at two minutes to the hour and half pas? 
hour. Should the expected local conditions so warrant, warnings #!? 
broadcast at quarter to and quarter past the hour. Warnings in En 
will be broadcast by individual announcers at each station. 
Television Hong Kong and Commercial Radio will provide a C* 
announcer to broadcast wamings in Chinese from the broad 
studio at the Royal Observatory. 

If conditions are expected to worsen, tropical cyclone wamings® 
continue after the normal close down time of the stations, or comm 
before the usual starting time in the moming even though only ti" 
1 signal is in force at that time. After consulting the Director, 
Observatory, the Director of Broadcasting will decide whether 0% 
adopt either of these courses. He will inform Commercial Rade.” 
TVB, ATV of his intentions as early as possible. ; 

Frequencies: Radio Television Hong Kong — Radio 1 (Chinese) ® 
92.9, 93.2, 93.4, 93.5, 93.6 or 94.4 MHz; Radio 2 (Chinese) “ae 
95.6, 96.0, 96.3, 96.4 or 96.9 MHz; Radio 3 (English) 567 kt, 
kHz, 97.9 MHz, 106.8 MHz; Radio 4 (English) 97.6 to 98.9 MHZ, Rt 
(BBC World Service relay) 675 kHz; Radio 7 (Chinese) &'© 
Commercial Radio — Quote AM (Chinese) 864 kHz, Metro plus | 
1044 kHz, 104 FM Select (English), 102.4, 102.5, 104, 104.5, 5 
105.5 or 106.5 MHz; BFBS (English), 96.6, 102, 104.8 or 1074 
Chinese Radio 1, 88.1, 88.3, 88.6, 88.9, 89.1, 89.2 or 89.5 MHz; 
Radio 2, 90.3, 90.7, 90.9, 91.1, 91.2, 91.6 or 92.1 MHz. wast 

All ships bound for Hong Kong must obtain permission from 
before entering the waters of Hong Kong. A contravention d 
direction will render offending Masters liable to a fine of twenty 
dollars and to imprisonment of 1 year. When applying for 
enter the waters of Hong Kong Masters must provide the ino 
required as contained in Marine Department Notices to Marines i 
of 1983 and No. 89 of 1985 (See “Notices”). You are required © 
all signals including those passed from Royal Navy vessels 
ise approaches to H.K. when approaching Hong Kong — 

ong. 
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168: available for berthing and 


unberthing. Advance booking is 


tion 
ica’ 
Society/ Bollard Brake 
o Year Gross Pull Horse No. of 
pot built Type Tons (tons) Power Props. Propulsion 
sty Hong KONG Salvage & Towage Co. Ltd. 
or BV Multi About 51.5 4,000 2 Twin Kawasaki 
a so Bee 
ga 0 Going Azimuthing 
Tug Units plus 3T 
ruster. 
i BV ann. Anos 51.5 4,000 2 ue Kawenels 
rn 994 rpose/ xpel 
oevery 5a) 1 
* ee Sac 
Tug Units plus 3T 
Bowthruster 
4A 575 BV —— 440 50 4,000 2 = Twin Z-peller 
ae4) 1994 ing! 360° 
on Rong’ Berthi: Az 
Sad Tog” Units. 
76 BV Oc3ean 440 50 4,000 2 _ Twin Z-peller 
1094) 1994 Going/ 360° 
aot Oh Berthing Azimuthing 
a Tug. Units. 
ty Koo BV Multi 450 52.2 4,000 2 Twin Kawasaki 
Ee Sean CPP. 360° 
Going Azimuthing 
Tug Units plus 3T 
ruster. 
an 0 LR Multi 456 55 4,200 2 Twin Z-peller 
1991 Purpose/ 360° 
Ocean Azimuthi 
ry red nt 
ruster. 
sang Kong BV Coastal 190 37 3,000 2 = Twin Z-peller 
1991 Harbour 360° 
Tug Az 
Units. 
(wai Chung BV Coastal/ 190 37 3,000 2 Twin Z-peller 
1991 Harbour 360° 
Tug Hl 
110 BV Coastal/ 190 37 3,000 2 = Twin Z-peller 
1989 Harbour 360° 
Tug Azimuthing 
Units. 
Trg Yi ey foesial 190 37 3,000 2 7 Z-peller 
1 ir 
Tug Azi 
Units. 
Su Tin oa Coastal/ 190 37 3,000 2 Twin Z-peller 
1 Harbour 360° 
a iano 
Thg Kau BV 1990 37 3,000 2 Twin Z-pelier 
1989 Harbour 360° 
= mane 
‘aTam BV Coastal/ 185 35 2,600 2 Twin Z-pelier 
1987 Harbour 360° 
Tug har eb 
agen BV Coasta’ 185 35 2,600 2 Twin Z-peller 
1987 Harbour 360° 
i cane 
10 LR Mult 411 53.6 4,000 2 Twin 
1986 Purpose/ Duckpeller 
Song Azimuthi 
ry Ul 
Tuy. Units. 
Mun ey Gone 267 35 2,600 2 Twin i: 
larbour Duckpel 
Tug 360° 
prerhgeliy 
‘lung LR Coasta/ 267 35 2,600 2 Twin 
1982 Harbour Duckpeller 
Tug 360° 
ae 
ints. 
ra LR Coastal 267 35 2,600 2 Twin 
1978 Harbour Duckpeller 
Tug 360° 
Azimuthing 
Units. 
Deg Chau BV Coastal’ 252 41 3,200 2 Twin Z-peller 
1976 Harbour 360° 
Tug Azimuthing 
Units. 
mae tau Tug Co.Ltd. (Wholly owned subsidiary of The Hongkong Salvage & 
*9 Chau BV Coastal 243 38 3,000 2 Twin Z-peller 
1984 Harbour 360° 
Tug Azimuthing 
40g Hom Units. 
BV Coastal 237 38 3,000 2 Twin Z-peller 
1984 Harbour 360° 
Tug Azimuthing 
Units. 
eee einen Piet = swrvitieest Cin reyeicion 
“mpany Tug Power Bollard Propulsion 
Pull 
Ee BHP tons 
2 Far East Far East 2,000 25 Diesel/Twin 
% 4 No. 1 Screw/Kort 
ed. Rudders 
ge Shantou 3200 Galt Z-Peller 
. Ltd. Shanwei 3,200 - Z-Peller 
Shenyang 3,200 = Z-Peller 
Suzhou 2,600 - Z-Peller 
Shunde 2,600 - Z-Peller 
Kunming 2,600 = Z-Peller 
Hangzhou 2,600 = Z-Peller 
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HONG KONG 
Company Vessel Type B.H.P. 
————_———————————————————— Notes 

H.K. & Kowloon Snipe motor tug 140 All the tugs listed 
Wharf & here are suitable 
Godown Heron 205 _ for towing lighters 
Co. Ltd. in the harbour. 
Tug Requirements at Tanker Terminals: 
Company Location Berthing Unberthing 
Esso Tsing Yi Island 4 3 

(including 

2 escort) 
China Ngar Ying Chau/ 3 3 

Resources sing Yi Island (including 

2 eo 

Mobil Oil Wharf Tsing Yi Island 2, 3 if 


(including draft more 

1 escort) than 10.0 m. 
Power Station Tsing Yi Island 1 1 
Caltex Tsing Yi Island 4 3 
Ce 198 m. 6) 


(under 198 m. LOA) 


Mobil LPG 
Wharf - 1 1 
Shell Tsing Yi 
Main Jetty 
LOA less than 121.99 m. 2 2 
LOA 122 m. — 152.99 m. 2 2 
LOA 153 m. — 197.99 m. 3 2 
LOA 198 m. — 245 m. 4 3 
LPG Jetty 
LOA less than 121.99 m. 2 2 
LOA 122 m. — 135 m. 2 


2 

These tug requirements are to be used during normal working 
conditions, with the proviso that it should have a flexibility on a case by 
case basis, and should conditions deteriorate during inclement weather, 
such as in the typhoon season, then additional tug requirements may 
be necessary. 

Vessels with bow and/or stern thrusters of over 1,000 h.p. each will 
be able to allow for one tug less per thruster over the 1,000 h.p. 
mentioned, at separate ends of the vessels, subject to Agent or Master 
giving requisite confirmation that the thruster is capable ot this 
horsepower, or in excess of, and that they are in good working condition, 
and depending on the thruster being submerged at the relevant draft. 

Providing that duckpeller tugs are ordered, subject to availability, a 
po cll may be reached allowing for the number of tugs to be 
reduced. 

It is strongly recommended that these guidelines be strictly followed, 

due to the volatile and dangerous cargoes that these vessels transport 
to and from oil terminals. 
VHF: Vessel Traffic Centre, Marine Department Hong Kong Port Radio 
call sign “MARDEP" Channel 12, 24 hours listening watch. Range up 
to 35 miles. Navigational warnings are routinely broadcast on VHF 
Channel 20 every hour. 

Maritime VHF Radio-telephone Service (Hague Pian): This service 
operates in Hong Kong on 3 international channels, Nos. 16, 26 and 
27. Channel 16 (156.8 MHz) is the simplex distress and calling frequency 
on which contact is made between shore and ship before changing over 
to either of the public correspondence channels, No. 26 or 27. The latter 
are duplex channels and Hong Kong transmits on 161.9 MHz and 
receives from ships on 157.3 MHz for Channel 26; transmits 
161.95 MHz, receives 157.35 MHz for Channel No. 27. 

Local connection to the service is via the Hong Kong Telephone 
Company and is made in the same way as for overseas radio-telephone 
calls by dialling “O11”. The local operator should then be informed that 
a telephone call is required on “the Maritime VHF Hague Plan Service”. 
The operator will ask for details of the call, such as the name of the ship 
and the person required, and will then connect the call via Cable and 
Wireless. Calls can also be sent from ship to shore. The range is about 
50 miles and the service is available at all times of the day and night. 

Harbour telephones: Service is provided by any one of 3 companies 
— Hutchinson Tel. Co., China Telecom System and Communication 
Services Ltd. Calls may be made between any two ships so equipped 
and between a ship and any telephone number on the Hong Kong 
Telephone Company network. 

Ship to Shore service: Hong Kong Telephone Company will also 
provide ship to shore telephone service by means of land lines at 
selected wharf locations. For service at the Container Port call 420- 
8800. 

Also see “Notices”. 

BERTHING: Berthing of dry cargo vessels alongside wharf can be 
performed any time during day and night. Berthing at tanker wharf not 
permissible after sunset, depending on size of vessel or other special 
circumstances. Ships carrying explosives must obtain permission from 
the Marine Department before berthing is allotted. 

Boatmen: Labour to handle ships’ mooring lines when berthing and 
unberthing at any of the wharves in Hong Kong waters is supplied by 
the owners of the wharf concemed, the cost being included in the 
berthing fee. For berthing at a Marine Department mooring buoy it is 
usual for the ship’s Agent to arrange for boatmen to handle the ship's 
slip wire and anchor cable, unless the ship's crew undertake this task. 
The services of boatmen are generally obtained through the Hong Kong 
Pilots Association. 

Mooring Buoys: See “Max. Size” All ships are required to secure to 
Marine Department mooring buoys by their chain cable (vessel to supply 
shackle). The maximum length of a ship permitted to berth at an “A” 
class mooring is 183 m., the swing circle encompassing each buoy 
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having a radius of 213 m. The maximum length of a ship permitted to 
berth at a “B” class mooring is 137 m., the radius of swing circle around 
such buoys being 167 m. It is therefore within the limits of safety for a 
vessel, when secured to a Marine Department mooring, to slack out to 
“1 shackle on the windlass” and still clear ships berthed at adjacent 
buoys, except in exceptional circumstances. As all Marine Department 
moorings are of the 1-legged type, it is permissible, should 
circumstances make it necessary, for a ship, when attempting to secure 
to a mooring, to drop an anchor at not less than 15 m. from the buoy 
without fouling the mooring chain. It should be noted, however, that 
3 moorings sited within the Naval Mooring Area are either of the 2 or 3- 
legged type, and it is therefore not permissible to use an anchor when 
berthing. 
52 “A” class mooring buoys and 24 “B” class mooring buoys for ocean 

joing vessels. 
GRA ES: The Hong Kong Salvage & Towage Co.Ltd. operate a floating 
crane “Proteus 1” of 350 tonnes capacity. 
STEVEDORES: The following table shows the average handling rates 
per gang hour: 


Load tons Discharge 
Cargo Place per gang tons per 
hour gang hour 
General Wharf 12 15 
General Stream 10 12 
Bale or bag Whart 20 25 
Bale or bag Stream 15 


20 
Stevedores work 24 hours per day except Mid-Autumn Festival and 
Chinese New Year Mya om 
BULK HANDLING FACILITIES: China Light & Power: 
Location: Tap Shek Kok (N.T.). 
Berth: Length 545 m. Depth 20 m. Max. draft 12.9 m. (limited by 
channel depth 13.7 m.). Max. Beam 42 m. LOA no restrictions. 
Cargo: Discharge rate for coal 15,000 tons per day. 
Hong Kong Electric Co. Ltd.: 
Location: Lamma Island. 
or Depth 15.8 m. Max. draft 13.8 m. Max. LOA 270 m. Max. beam 
m 


Cargo: 2 unloaders for coal, rate 15,000 tons per day. 
Also see “Shipmaster’s Report” dated July 1991. 
China Cement: 
Location: Tap Shek Kok (N.T.). 
Berth: Length 270 m. Depth 14.0 m. Max. size 60,000 d.w.t. 


WHARVES: Kowloon Wharf Terminal & Warehouse Ltd.: 


Length Depth 
: (m.) (m.) 
Ocean Terminal 396 9.0-119 


CONTAINER FACILITIES: Kwai Chung Container Port: 
Terminal Operator Length Depth Facilities 


: (m.) (m.) 
1,2&5 Modern Terminals Ltd. 1,082 


3 Sealand Orient 
Terminals Ltd 


305 


Asia Terminals Ltd. 
H.K. International 
Terminals Ltd. 


4,6&7 3,292 hectares. 

(No.4&6) 25 quay cra 
14.5 86 rubber ty; 

(No.7) gantries, 

8 front loader, 

70 forklifts, 

960 reefer 

points. 

6 quay crane 

20 rubber ty» 


8 (East) H.K. International 


Terminals Ltd. 


8 (West) Modern Terminals Ltd. 


9 Will be available in 1995. 


TANKERS: Any leaking of oil to water will be subjected to heavy fines. 
If not gas-freed, not allowed through harbour. 
Also see Table A — Oil Installations. 


Shell: Main Jetty: 

Max. LOA: 265 m. 

Max. Draft: 15.5 m. 

Max. Displacement: 130,000 tonnes. 

Minimum Size: LOA 77 m. (Depth 5.85 m.). 

Smallest Vessel: 4,600 d.w.t. for Bitumen. 

Product Handled: See “Table A”. 

Services: Bunkers and fresh water available by barge. No dirty ballast 
or slop facilities. 

Density: 1025. 

Restrictions: Berthing and unberthing possible day and night. 

Pilotage: Pilot boards off Green Island. 

Loading Arms: There are a total of 6 loading arms. Product and 
location as follows: 


Most Afterwards : ULP 10 in. size 
Second Afterwards : Gasoil 10 in. size 
Third Afterwards : Jet A-1 10 in. size 
Fourth Afterwards : PMS 10 in. size 
Most Forward : FO1500/4000 12 in. size 
Second Forward :FO90/MDF 12 in. size 


Remaining products are discharged via hoses. Hoses have to be 
picked up by ship’s derrick. 
Also see “Table A” — “Oil Installations”. 
LPG Jetty: 
Max. LOA: 135 m. 
Max. Draft: 6.58 m. 
Max. Size: 8,136 d.w.t. (10,200 cu.m.). 
Minimum Size: 1,500 d.w.t., LOA 70 m. (Depth 5.4 m.). 
Products: LPG. 
Services: Bunkers, diesel and fresh water available by barge. 
Density: 1025. 
Restrictions: Berthing and unberthing possible day and night. 
; Lg ot Pilot boards at Green Island. Compulsory for vessels over 
: g.r.t. 
Minimum/Maximum Distance from Ship's Manifold to Waterline: 
1.40 m./9.30 m. 
Max. Distance Bow to Centre Manifold: 71 m. 
Max. Distance Stern to Centre Manifold: 65 m. 


Esso: The Esso Tsing Yi Terminal is situated on the Southern part of 
Tsing Yi Island in position Lat. 22° 19.7’ N., Long. 114° 06’ E. The 
facilities are owned by Exxon Storage & Wharfage Company Ltd., and 
used by Esso Standard Oil Hong Kong Ltd., and are used for discharging 
dirty and clean products, chemicals and LPG. 
Pilots: At the Western entrance, Pilots generally embark and disembark 
to the West of Green Island (Tsing Chau). By pre-arrangement Pilots 
can be picked up off Ngan Chau and all tankers are recommended to 
make use of this service and request the Agent to notify the Pilot 
Association accordingly. 

The Pilots maintain a listening watch on VHF Channel 11. Senior Pilots 
will usually be assigned to larger tankers. 
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Pilot launches display the international signals by day and by m 
and during poor visibility sound the international signals. In addition® 
may sound an identity signal of 4 short blasts. 

Esso Tsing Yi Terminal: The berth consists of a T-head pier har 
3 separated areas for handling barges and tankers ranging © 
500 — 120,000 d.w.t. 

The main loading area is designated Berth No. 1 and consists’ 
fendered loading platform, 2 fendered breasting dolphins, 4 mow 
dolphins and associated equipment such as capstans, quick ree 
mooring hooks for 120,000 d.w.t. tanker, etc. Berth No. 2 is provide! 
fendering the onshore face of one of Berth No. 1 Easter mo 
dolphins and adding an adjacent breasting dolphin suitable for vest 
up to 2,500 d.w.t. Berth No. 3 is a small berth for vessels up to! 
d.w.t. and is located adjacent to the Eastern side of the trestle/aux 
way. In addition there is a small jetty from the shore, inside 0? 
Western side of the T-head, used at the present time by small tae 
up to 2,000 d.w.t. and barges loading/discharging FO, ADO andl 
Berthing Procedure: At the present time the berthing of law 
exceeding 570 ft. LOA and up to 42 ft. draft is carried out during 0a 
hours and on flood tide only. Above 42 ft. draft, berthing is came? 
at HW slack only and during daylight hours only and on a trial be 
HW neap during daylight hours when no HW slack exist for tha ® 
Tankers not exceeding 570 ft. LOA, draft under 36 ft. can be bet 
day and night, but on flood tide. Currents near the berth, up to a dist? 
of approximately 400 ft. off, run parallel to the berthing face. Furthe® 
the ebb tide sets out and the flood tide in towards the North. Ves* 
always berth port side to. (Maximum tidal current is generally 
1 knot). In addition to the 2 escort tugs used for larger vessels 1° 
passage through the channel from Green Island, usually 2 moe # 
are in attendance for berthing larger vessels. Tugs are 
employed in the alongside manner and use their own wire. Pils 
vessel parallel to the berth, and about 200 ft. off, and then eas” 
alongside with the aid of ot phy Te and mooring lines. 

Nearby, approximately 500 ft. Eastward is a new berth owne’? 
operated by China Resources Oil Company. This berth projects & 
offshore than the Esso Pier. Caution has to be exercised ™ 
overshoot the Esso Berth. 

Two mooring launches strong enough to handle 120,000 
vessel's wire ropes are in attendance. All 4 mooring dolphins ae 
with triple quick release hooks and capstan. The 2 breasting 00?" 
and 2 corners of the loading platform are fitted with double quick 
hooks and capstan. The terminal requires that larger vesses # 
minimum of 2 headlines, 2 forward breastlines, 2 forward 
2 aft backsprings, 2 aft breastlines and 2 sternlines. 


No. and Size Averagé 
of Loading Maximum __ Discharg 
Products Arm Shoreline Pressure Rate 
(in.) (p.s.i.) (bbis.p-" , 
Dark Product 4x10 in. 12/20/24 100 11,000 perk 
DPK 1x Bin. 10 100 8,000 
DPK and other 
clean products/ x 
lubes 2x 6in. 6and8 100 2,500/4, 
LPG Liquid 6 in. a 350 800 
Vapour 4 in. 4 
Chemical 1x 6 in. 6 100 2,500 


Herbour Terminal: 
ree nastor’S Report: July 1987. 
he vessel called at Tolo Harbour to discharge a parcel of Light Virgin 


y account of the terminal having only been opened recently, the 
on information should be of some use to vessels having to call at 


HONG KONG 


China Resources Ltd.: 
Shipmaster’s Report: July 1994. 
Location: Ngan Ying Chau. 
The Terminal is to be found at the top of Tsing Yi Island (Tsuen Wan) 
Hong Kong. 
Berthing is in daylight only at H.W., and departure is in daylight only. 
The Agent confirmed departure as daylight only and at L.W. + 1 hour 


up to H.W. | would point out that the current runs past on the ebb at up 
to 2.5 knots and at slightly less on the flood. 


Lat. 22° 26.8’ N., Long. 114° 14.5’ E. When turning off the berth, a vessel of 170 m. length has about 85 m. 


sperators: China and Hong Kong Gas Co. Ltd. clearance each end, and on this basis, | would only depart at slack 
products handled: Light Virgin Naphtha. water. 

Cargo connections 2 x 10 in. The Terminal asked the vessel to maintain a pressure of 7 kg./sq.m. 

Spore Tanks: 6 km. away. Submarine pipeline 24 in. at the manifold during discharge, and for a gas oil cargo the average 

: Daylight movements only. bulk rate runs at 1,500 cu.m./hr. via 2 lines (1x10 in. and 16 in.). 

Tugs {mooring The Agent and Pilots informed me that the berth itself may be 

: Come around from Hong Kong harbour. approaching the end of its life, mainly due to the environmental 

vessel: LOA 174 m. Beam 32 m. Draft 10.92 m. pressures exerted on CRC by the local population, in that the tank farm 

is built right in the middle of high rise flats. China Resources has another 

see “Plan”. terminal on the South Eastern end of Tsing Yi Island which is normally 


for larger crude vessels. However, | was lead to understand that the 
Product Berth will have it's operations moved to this berth, but | was 


Also see “Notices” — No. 52 of 1986. given no time scale other than it seemed sooner than later. 


Coenen a 
tble A. OIL INSTALLATIONS 


Length Depth alongside Capacity Delivery Hose 
Company Location of berth (Chart Datum) Grade of oil (water tons) _rate(t.p.h.) connection 
) Shell Co. (H.K.) Ltd. Tsing Yi *226 m. 18.5 m. F.O. 1,500/4,000 1440/1450 12” 
Main Jetty M.D.O./F.O. 600 1300/1410 Te 
Jet A-1** 360 6” 
IBA 120 4" 
Toluene 170 4" 
IPA 120 4” 
DMK 120 4" 
MEK 120 4" 
IPA 
& Back Load 315 8” 
Polyols 200 6" 
PMS 670 10” 
Xylene 170 4" 
Ind. Kero 310 4" 
X-55B 210 4” 
T-407 290 4" 
Jet A-1, Kero 985 10” 
Gas Oil 760 10” 
ULP 670 10” 
Lub. Add 200 8” 
HVI 60/160 B 215/220 8” 
HVI 650 220 8” 
Neodols 140 8” 
Bitumen 150 6” 
LPG *118 m. 12.5 m. LPG 6,000 cu.m. 110 6” 
(Pressurised) pod) 
, (return) 
stance between Outer Bollards. 
dedicated to tankers of 2,300 d.w.t. 
‘so see “Tankers”. 
') Caltex Oil Tsing Yi No.1A 198 m. 14.0 m. Boiler Fuel 40,000 450 10” 
Hong Kong Ltd. 1B 60 m. 14.0 m. Boiler Diesel 20,000 400 10” 
2A 110 m. 6.5 m. Gas Oil 70,000 350 8” 
2B 50 m. 6.5m. Jet 30,000 450 8" 
3 65 m. 3.5 m. Gasoline 20,000 150 6” 
4 65 m. 3.5m. LPG (Berth 2) 3,000 tonnes 
5 65 m. 3.5m. 
6A 110 m. 8.0 m. 
6B 30 m. 8.0 m. 
") Mobil Oil Hong Tsing Yi 700’ 38’ Boiler Fuel 39,000 500 10” 
Kong Ltd. Marine Diesel 26,000 300 8" 
3 Kerosene 17,000 300 8" 
”) Esso Standard Oil Tsing Yi 920’ 52’ See “Tankers.” 
(H.K.) Ltd. 


nee i a Sl rs i ee ee ee i de oh i, 


‘) Peninsular Petroleum Tsing Yi 700’ 45’ Kerosene, Marine diesel 58,000 300 10” 
¥) Chine & LPG — Gas Oil ,000 600/700 
hina Resources Ltd Ngan Ying Chau 820’ 40’ Boiler Fuel 232,900 820 12° 
Marine Diesel 
Chi White Oil 
/<hina Resources Ltd ‘Tsing Yi 640’ 40’ Boiler Oil 20,000 — 12" 


— Marine Diesel 


A shore telephone is available at the berth. Shore electrical supply is not available. Fresh water available from shore and by lighter. Berthing 
A available only for small coasters, ferries and harbour craft. 
i) moe telephone is not available at the berth. Shore electrical supply is not available. Fresh water available by lighter only. 
WA (iv) A shore telephone is available at the berth. Shore electrical supply is not available. Fresh water available by lighter only. 
4 , wore telephone is available. Shore electricity supply is not available. Fresh water available by lighter only. 
) By telephone is available at berth. Shore electrical supply is not available. Fresh water available by lighter only. 
nker facilities available. 


807 
aa 


+ 
Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle 


DENSITY: 1017.  prnataoeere The following countries maintain consular offices inky 
ong: 
FRESH WATER: The supply to ships is made at commercial wharves + & Barbuda Greece Nicaragua 
and from water boats. Argentina Grenada Nigeria 
Water Boats: Australia Guinea Norway 
VEO IGVSO 1 SF SNR SA Lv Py Ee ie Eine rae i GEUNTIOS Austria Honduras Oman | 
Company Vessel Capacity Delivery (Approx.) pel ao Iceland Pakistan 
Sie Oe SU Ish =? et.) Brite guLas Socay Ce ove Pep IgO rbados Indi nama | 
Leung Tai Kee Taikee No. 1 150 long tons 150-180 t.p.h. Belgium ee dd Peale New | 
Waterboat Co. Ltd. Taikee No.2  120longtons 150-180 tp.h. Belize irish Republic Paraguay om 
Taikee No.3 320longtons 150-180 t.p.h. Benin Israel Peru | 
Taikee No.5 250longtons 150-180 t.p.h. Botswana Italy Philippines | 
Taikee No.6 320longtons 150-180 t.p.h. Brazil Ivory Coast Poland 
Taikee No.7 130longtons 150-180 t.p.h. Canada Jamaica Portugal 
Union Waterboat Tai Yat No.1 270 tons 150 tp.h. Gecirel Airioan Veep UatornsaDesr Samia 
Co. Ltd. Tai Yee No.2 290 tons 150 t.p.h. China (People’s Korea Sierra Leone 
Tai Sam No. 3 300 tons 150 t.p.h. Republic of) Liberia Singapore 
New No. 4 340 tons 170 t.p.h. Colombia Luxemburg South Africa 
Tai Ng No.5 295 tons 150 t.p.h. Costa Rica Malaysia Spain 
Pier services to ocean terminal 1,500 tons/day Cuba Maldives Sri Lanka 
Cyprus Malta Sweden 
FUEL: Excellent facilities exist for bunkering vessels with fuel oil and Denmark Mauritius Switzerland 
coal. Fuel oil can be obtained either at the wharves adjacent to the oil Dominica , Mexico Thailand 
installation, or from harbour oilers owned and operated by the oil Dominican Republic Monaco Tongo 
companies. Fuel oil from these vessels can be pumped on board without Egypt Mongolia Trinidad & Tobay 
impeding cargo operations. Adequate stocks of good quality bunker coal Fiji Morocco Turkey 
suitable for coal-fired marine boilers are maintained in the port. Fuel oil Finland Mozambique U.S.A. 
available with viscosity up to 1,000 sec. Redwood. 24 hours’ notice for France Myanmar Uruguay 
supply is required. Also gas oil and marine diesel available. Gabon Netherlands Venezuela 
Also see Table B — “Port Oilers”. Germany New Zealand Western Samos 
Table B. PORT OILERS. 
Capacity-product Delivery rate per 
Company Vessel Grade of oil long tons hour in tons 
Shell Co. (H.K.) Ltd. Fu Yung Shan Boiler fuel or Marine diesel 762 264 
Shih Tou Shan Boiler fuel or Marine diesel 762 264 
or White oil 
Shell Wor Fung White oil 264 144 
Shell Shun Fung Boiler fuel or Marine diesel 1,524 360 
Caltex Oil Hong Caltex HK-5 Marine diesel/White oil 180 70 
Kong Ltd. Caltex HK-11 Marine diesel/White oil 400 100 
Mobil Oil Hong M.V. Mobil Mei Ping Light oil 145 60 
Kong Ltd. M.V. Mobil Mei An Light oil 145 60 
H.K. Oil Co. Barge 101 Boiler fuel 762 420 
Barge 102 Marine diesel/Boiler fuel 508 360 
Barge 103 Gas oil 1,270 720 
Gulf 16 Gas oil 1,270 720 
Esso Standard Oil M.V. Esso Tsuen Wan II White oil 274 84 
(H.K.) Ltd. M.V. Esso Tsing Yi Boiler fuel or Marine diesel 1,625 360 
M.V. Esso Hok Un Boiler fuel or Marine diesel 1,625 360 
China Resources Carbo Aviation oil/Gas oil 1,650 2500 
Petrochems (Group) and Marine diesel 
Co.Ltd. Carchun Aviation oil/Gas oil 1,650 2500 
Callany Ltd. and Marine diesel 
Carlok Aviation oil/Gas oil 1,260 2400 
and Marine diesel 
Carlingta Aviation oil/Gas oil 1,215 2x340 
and Marine diesel 
Carwai Aviation oil/Gas oil 1,070 2x 400 
and Marine diesel 
Carho Aviation oil/Gas oil 710 2x200 
and Marine diesel 1250 
Carcheong Aviation oil/Gas oil 535 2x 150 
and Marine diesel 
Carrie Aviation oil/Gas oil 740 2x300 
and Marine diesel 
Carching Marine diesel and 2,150 1x 108 
Boiler fuel 1x215 
1430 
Caryun Marine diesel and 1,740 2x 400 
Boiler fuel 
Carson Marine Diesel and 1,125 2x410 
Boiler fuel 
Carfai Marine Diesel and 1,090 2x410 
Boiler fuel 
Carhon Marine Diesel and 1,070 2x410 
Boiler fuel 
Green Pine Marine diesel and 630 2x300 
Boiler fuel 
Green Cypress Marine diesel and 630 2x300 
Boiler fuel 
Oiler One Marine diesel and 1,000 2x200 
Boiler fuel 


REPAIRS: In addition to ship and engine maintenance and repair work, DRY DOCKS: j 
the dockyards have facilities for many miscellaneous services such as Hong Kong United Dockyards Ltd.: 3 floating docks, two loca’ 
are provided by modern dockyards. These include physical tests on Tsing Yi and one at North Lantau. The largest has a lifting cape 
materials such as anchors and cables, for which test certificates canbe 24,000 tonnes, length 230 m., depth 8.0 m. over blocks and width! 
supplied, chemical analysis, drawing office requirements, chemical Yau Lian Dockyards: Four aay | docks, one located off Tsing ot 
cleaning of engines and boilers, shot and sand blasting, zinc spraying _ three at North Lantau. The largest has a lifting capacity of 45,000 
to name but a few. and can accommodate ships up to 150,000 d.w.t. 
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pRECAUTIONS: The Fire Services Department operates six fire 
pre ihe largest being the 350 ton “Alexander Grantham”. It has an 
vs pacity of 45,000 litres of water and 32,850 litres of foam a 
ut through a battery of monitors. This vessel is equipped to deal 
oy ype of fire on any size vessel, and is designed to operate both 
at sea. 

“BGWAYIDECK WATCHMEN: Not compulsory but recommended. 
SpENING/CLOSING HATCHES: Usually performed by ship's crew. 
xeaTIFICATES: See “Documents”. 
sanGo GEAR: Normal routine gear, wire and rope slings, nets, grabs, 
ind foating cranes up to 100 tons available. 

vessel's cargo gear must be used for working cargo at all alongside 


AMEN: All formalities connected with engagement and discharge on 
British ships, and on foreign ships whose flag is not represented 

» a consular Officer resident in Hong Kong, are required by law to be 
spducted at the Mercantile Marine Office of the Crew's Branch, Marine 
. Hong Kong continues to be one of the main recruitment 

wires of Asian seamen and a Seamen's Registry Office, which is an 
“end to the Seaman's Recruiting Office, under the same branch, 
ssntans records of all Hong Kong seamen. The Hong Kong 
svamment Seaman’s Service Record Book (Seaman's Discharge 
sok) is issued by the Seamen's Recruiting Office and is a record of 
nt.The Seamen's Recruiting Office regulates the recruitment, 

wecion and supply of Hong Kong Registered seamen to ships requiring 
sem, and is situated at the Harbour Building, 3/F, 38 Pier Road, Hong 


“emen's Travel Documents: The Hong Kong Government Seaman's 
entity Book is issued by the Immigration Department and enables the 
‘oder to join ships abroad, and return to Hong Kong without a visa 
anng the validity of the book (initially 5 years, with 5 year renewals), 
ydalso within 12 months after the expiry of the validity of the book. 

4 Seaman's Certificate of Nationality and Identity is issued at the 
emigration Department only to seamen of British nationality, whereas 
te Seaman's Discharge Book and the Seaman's Identity Book may 
aso be issued to seamen resident in Hong Kong and no visa is required 
orretum to Hong Kong. 

Al Crew members signing-off for repatriation must first obtain 
mission from the Director of Immigration. All crew arriving to join a 
yessel must produce a guarantee letter through the Agents responsible 
yall maintenances and other eventual expenses. 

NAPORT: Regular International flights. Airstrip is capable of handling 
ny size of jet planes. Transportation from port to airport terminal about 
{minutes bus drive. 

Sypmaster’s Report: July 1987. 

Personnel joining vessels at Hong Kong: The vessel's Agent must 
qe a letter to the Airport Immigration advising them of incoming air 
wassengers who are joining vessels at Hong Kong. Personnel will be 
wlained by Kai Tak Airport Immigration pending the letter’s arrival. 
TME: Standard time kept in the colony is 8 hours in advance of GMT. 
HOLIDAYS: Public holidays in Hong Kong occur mainly on festivals 
wose date is governed by the lunar calendar. 
tery Sunday; First week-day in January; Chinese New Year's Day; 
sxond day of Chinese New Year; Third day of Chinese New Year; 
Seneral holiday in lieu of that for the Ching Ming Festival; Good Friday; 
cing Ming Festival; Easter Monday; Birthday of Her Majesty the Queen; 
ven Ng Festival; First Monday in August; Last Monday in August, which 
val be Liberation Day; Day following Chinese Mid-Autumn Festival 
2; Day following Chung Yeung Festival: Christmas Day; First week- 
4 after Christmas Day. 

‘OTE: Ching Ming Festival and Good Friday are separate holidays 
ecnly they fall on the same day. When this occurs a lieu day is 


yanted). 

*UCE/AMBULANCE/FIRE: When the services of the fire brigade, 
"nigration, port health or police are required, appropriate signals 
Suuld be made in accordance with the list of “Hong Kong Port Signals”. 
"eMarine Region of the Police is responsible for internal port security. 
Steet of launches maintain constant patrols in Hong Kong's territorial 


‘alors, 

MERGENCY CO-ORDINATION CENTRE: Maritime Rescue 
“ordination Centre (MRCC): The Marine Department maintains a 
hour watch at the MRCC, and is responsible for coordinating search 
. pause operations in the South China Sea as far South as Latitude 


ead real meets fully the IMO GMDSS requirements for Areas A1, 


Telex: 82952 MRCC HX. 
2 (852) 545 0181/2/3. 
&: (852) 541 7714. 
une in: Hong Kong Rescue. 
te, NES: Available at all alongside berths for connection on board 


vices: Services available including tank cleaning, painting, 

4 hoy omnes adjusting, calibration of direction finder, radar repairs, 

Wevicg Service laundry, supply of stores and provisions, motor-boats 

uN between ship and shore. 

“4g : Algemene Bank Nederland, Edinburgh Tower, The Landmark, 
Kong. Tel: 842-9211. 

lesen Express Bank Ltd., 35/F, One Pacific Place, Hong Kong. 


tara and New Zealand Banking Group, 27 One Exchange 
Banco" Kong. Tel: 843-7111. 
lioma, 18- 4, 13° 

feng. Toy: Aig 19/F., 13-14 Connaught Road, Central, Hong 
“ong of America, 21/F., Bank of America Tower, 12 Harcourt Road, 
Bank . Tel: 847-5333. 
Bank of Canton, The Landmark, Hong Kong. Tel: 844-7911. 
tng China, Bank of China Building, 2A Des Voeux Road, Central, 

Kong. Tel: 521-2626. 


= 


HONG KONG 


Bank of East Asia, 106 Des Voeux Road, Central, Hong Kong. 
Tel: 545-0461. 

Bank of India, Ruttonjee House, Hong Kong. Tel: 524-0186. 

Bank of Tokyo, 112-114 Des Voeux Road, Central, Hong Kong. 
Tel: 543-0311. 

Bank Indosuez, Alexandra House, 11 Des Voeux Road, Central, 
Hong Kong. Tel: 526-5411. 

Banque Nationale de Paris, Central Building, 23 Queen's Road, 
Central, Hong Kong. Tel: 521-8218. 

Barclays Bank PLC, 2 Pacific Place, Hong Kong. Tel: 826-1888. 

Belgian Bank, Belgian House, Hong Kong. Tel: 823-0566. 

he Manhattan Bank, Alexandra House, Hong Kong. Tel: 841- 
4321. 

Citibank, Wheelock House, Pedder Street, Hong Kong. Tel: 522-3022. 

Deutsche Bank, New World Tower, Central, Hong Kong. Tel: 843- 


Hamburgische Landesbank, Room 1402-1408, 11 Pedder Street, 
Central, Hong Kong. Tel: 843-2688. 

Hokkaido Takushoku Bank, 28/F, Two Pacific Place, Hong Kong. 
Tel: 841-0100. 

Hong Kong and Shanghai Banking Corporation, 1 Queen’s Road, 
Central, Hong Kong. Tel: 822-1111. 

Lloyds Bank International, 29/F., Tower 1, Admiralty Centre, 
Hong Kong. Tel: 823-2111. 

Philippine National Bank, 2/F., 
Hong Kong. Tel: 543-9555. 

Royal Bank of Canada, 18/F., Gloucester Tower, The Landmark, 
Hong Kong. Tel: 843-0888. 

Scandinavian Bank, Room 2006, Hutchison House, 10 Harcourt Road, 
Hong Kong. Tel: 843-4666. 

The Standard Chartered Bank, Standard Chartered Bank Building, 
Hong Kong. Tel: 842-2333. 

Trust Bank of Africa, Room 1802, Hutchison House, Hong Kong. 
Tel: 526-5731. 
SHORE LEAVE: Crew members are usually allowed ashore. 
IDENTIFICATION CARDS: No identification card is required for crew 
or passengers going ashore. When the vessel has exceeded a stay of 
14 days in port, all crew members must deliver to the Harbour Control 
Office, Immigration Department through the agents a signed copy of the 
“Immigration Arrival Card”. 


CLASSIFICATION SOCIETIES: American Bureau of Shipping, 15/F, 
Queen's Centre, Queen’s Road East, Hong Kong. Tel: 527-8478. 
Telex: 74513 ABS HX. Fax: (852) 861-3403. 

Bureau Veritas, Room 806-7, 111 Connaught Road, Central, 
Hong Kong. Tel: 815-1863. Telex: 74336 BUVER. Fax: 815-3248. 

Det Norske Veritas, Harcourt House, 39 Gloucester Road, Hong Kong. 
Tel: 865-3332. Telex: 43690 NORVE HX. Fax: (852) 865-3513. 

Germanischer Lloyd, 18/F, Fortune House, 61 Connaught Road, 
ermal Hong Kong. Tel: 545-9883. Telex: 61350 GLOHOK. Fax: 854- 


110 Queen’s Road, Central, 


Lloyd's ag ag of Shipping, 2 Pacific Place, 21/F, 88 Queensway, 
Hong Kong. Tel: 526-5317. Telex: 60555 MARIN HX. Fax: (852) 845- 
2616. 

Nippon Kaiji Kyokai (NK), Room 1908-1909, Hutchison House, 
10 Harcourt Road, Central, Hong Kong. Tel: 525-0389. Telex: 75213 
HX. Fax: (852) 810-1095. 

China Classification Society (CCS), Hong Kong Branch, Room 2904- 
2905, Shun Tak Centre, 200 Connaught Road Central, Hong Kong. 
Tel: (852) 547-6181. Telex: 82475 ZCFE HX. Fax: (852) 858-2629. 


GARBAGE DISPOSAL: A shipboard domestic waste collection service 
is provided by the Hong Kong Government Marine Department free-of- 
charge to ocean-going vessels calling at the port of Hong Kong. Vessels 
moored at buoys in the mid-stream, or anchored within Victoria Harbour, 
are visited daily by three dedicated refuse collection vessels. Each 
vessel has a refuse reception capacity of 10 cu.m. Request for the 
service can be made during office hours through vessel's agents to 
Marine Department on Tel: 385-5661 or 815-0100. 

The Marine Department also provides an operational waste collection 
service. A nominal charge of H.K.$ 300/cu.m. of waste is levied for the 
provision of such service. Request for this service must be made directly 
by the vessel's agent to the Pollution Control Unit, Marine Department, 
Tel: 815-0100, at least 48 hours in advance, giving details of the quantity 
and type of waste to be collected. 

The above services are available daily between 0830 hrs. to 1800 hrs., 
except Sundays and public holidays. 


WASTE OIL DISPOSAL: A chemical and oily waste treatment plant is 
ready for use. 

SEAMAN’S CLUBS: Mariner's Club, 11 Middle Road, Kowloon, Hong 
Kong. Tel: 368 8261. Fax: 366 0928. 

Facilities: Some 72,000 seafarers use the facilities each year. 
Accommodation for 150 seafarers is provided by the Mariner's Club 
which has 83% occupancy. Public rooms are converted into dormitories 
in case of need. Restaurants, bars, bowling alley and swimming pool 
are well patronised, but the services which are most appreciated are 
the free use of typewriter, secretarial and travel help and access to fax 
and international telephone services. Two social workers offer 
counselling service to the Chinese seafarers and their families. The 
chaplains, assisted by the Marine Department, Seamen's Union and 
Officers’ Guild, also provide advice and assistance to foreign seafarers 
who need heip during their stay in Hong Kong. 

CURRENCY: Hong Kong Dollar (H.K.$). U.S.$ 1.00 = H.K.$ 7.80. Fixed 
rate. No restrictions on capital flow in or out. 

WEATHER: 1st May to 31st October usually considered as typhoon 
season. No operation of cargo when typhoon signal No. 3 or upward is 
hoisted. Also see “Radio”. 

GENERAL: No waste to be thrown into harbour. A free refuse disposal 
service is available for domestic refuse. Ship's agents can arrange this 
through Marine Department. Chain required for mooring to buoy. 
Unnecessary use of ship's sirens prohibited. 
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DEVELOPMENTS: Terminal 8: A four berth Terminal (No. 8) (1,280 m.) 
is located on the reclamation on North-West Stonecutters Island. The 
first berth is in operation, and the other berths will come on stream by 
January 1995. It will be equipped with 7 post-Panamax ship-to-shore 
aa cranes and 24 rubber type gantry cranes. 

erminal 9: A four berth Terminal (No.9) will be constructed by 
reclamation on Tsing Yi Island. These berths are urgently needed. 
Terminal 10: A four berth Terminal (No. 10) will be constructed on East 
Lantau Island, and will be needed by mid-1997. 
NOTICES: Marine Department Notice No. 42 of 1985 (Dated 4th March 
1985). 
Quarantine Inspection — Eastern Quarantine Anchorage: 

1. Masters, Owners and Agents of ships are advised that with effect 
from 1st April, 1985, a Quarantine Service will be available in the Eastern 
Quarantine Anchorage between the hours of 0800 and 1800 daily upon 
request. Ships requiring this service should make a request to the Vessel 
Traffic Centre when establishing contact on VHF Radio Channel 12 prior 
to arrival. 

2. The existing continuous Quarantine Service in the Western 
Quarantine Anchorage remains unchanged. 

3. Marine Department Notice No. 186 of 1984, concerning 
arrangements for obtaining the services of the Port Health Doctor at the 
Eastern Quarantine Anchorage will be superseded with effect from that 
date. 

4. Copies of the Notice may be obtained free of charge from the Port 
Formalities Office, Marine Department, 3/F, Harbour Building, 38 Pier 
Road, Hong Kong. 

Signed: Director of Marine. 

Marine Department Notice No. 152 of 1984 (Dated 8th August 1984). 


Notice to Owners, Agents and Masters of vessels of over 300 gross 
registered tons calling at Hong Kong: 

Owners, Agents and Shipmasters are reminded that Vessels of more 
than 300 gross registered tons are required to have on board, whilst in 
the waters of Hong Kong, very high frequency (VHF) radiotelephone 
equipment. Such vessels are required to make contact with the Vessel 
Traffic Centre on Channel 12 or 14 of the VHF radiotelephone before 
they enter the waters of Hong Kong and thereafter to make reports as 
specified in the Shipping and Port Control Regulations. In addition, a 
continuous listening watch must be maintained on the radiotelephone, 
on the specified channels. Failure to comply with these requirements 
renders the Master liable to prosecution. 

Accordingly, Owners and Agents are requested to advise the Masters 
of vessels enroute to Hong Kong of the foregoing requirements. 

The booklet, Hong Kong Shipping and Port Control Laws giving further 
details is available from the Marine Department Headquarters, Harbour 
Building, 38 Pier Road, Hong Kong, price $5. You should obtain a copy 
a this booklet if you are in any doubt as to the laws applicable in Hong 

ong. 

You are also advised to obtain the publication “Hong Kong Vessel 
Traffic Services User's Guide for Group 1 Users”, promulgated with the 
intention of facilitating users’ familiarisation with the Vessel Traffic 
Service, which is being introduced with a view to its ultimate compulsory 
participation. 

Please note that the requirement to comply with these VHF reporting 
procedures does not apply to any vessel to which Part IV of the Shipping 
and Port Control Ordinance applies. 

Signed: Director of Marine. 


Notice to Mariners No. 39 of 1983: Hong Kong Waters, Approaches to 
Hong Kong — Permission to Enter Hong Kong Waters: 

1. Agents and Masters are reminded that it is mandatory for ships to 
obtain permission to enter Hong Kong waters from the Director of 
Marine. It is in their best interests to give as much prior notice as possible 
before arrival. Permission to enter is conditional upon the following 
information being supplied to the Director: 

(a) Name and nationality of vessel. 

(b) Number of persons on board. 

(c) Type of vessel. 

(d) Reason for call at Hong Kong. 

(e) ETA off Waglan Island. 

2. The Director of Marine can be contacted through the Vessel Traffic 
Centre (“MARDEP”) in any of the following ways: 

(a) By W/T or R/T (HF) via Hong Kong Radio (VPS). 

(b) By R/T on VHF Channel 12 (156.60 MHz). 

(c) By Telex: 63607 Mdpcc Hx. 

Signed: Director of Marine. 


Notice to Mariners No. 52 of 1986 
Hong Kong Waters — Approaches to Tolo Harbour — Establishment of 
Pilot Boarding Station 


Date: With effect from 1st September 1986. 

Position: Latitude 22° 29’ 36” N., Longitude 114° 19’ 42” E. 

Area: Tolo Channel. 

Details: A pilot boarding station has been established in the 
above position. 

Remarks: Providing its Master has reported to the Authority in 


accordance with Section 10E of the Pilotage 
(Amendment) Ordinance 1985, a ship required to be 
under Compulsory Pilotage may navigate in the pilotage 
area without a licensed pilot, if it is on its inward voyage 
from the time it enters the pilotage area to the time it 
arrives at a pilot boarding station, so long as it is directly 
proceeding to a pilot boarding station and if it is on its 
outward voyage under the pilotage of a licensed pilot, 
from the time the licensed pilot disembarks to the time it 
leaves the pilotage area, so long as it is directly leaving 
the pilotage area. 

Charts Affected: BA 939, 3386. 

Signed: Director of Marine. 
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Notice to Mariners No. 89 of 1985 

Hong Kong Waters, Approaches to Hong Kong — Notification 
made to the Director of Marine by Ships Intending to Enter the We 
of Hong Kong: 

1. With effect from 1st January, 1986, and with the j 
simplifying communication procedures, the Master of every VeS$ai», 
300 g.r.t. who intends to enter the waters of Hong Kong is requis, 
make the following notification to the Director of Marine. , 

1.1 Not less than 12 hours before the vessel is expected to enters 
waters of Hong Kone, an initial notification providing the informa 
specified in Annex 7 hereto. 

1.2 Not less than 4 hours before the vessel is expected to Onter 
water of Hong Kong, a confirmatory notification providing the informa 
specified in Annex 2 hereto. 

2. The notification specified should be addressed to “MARDEP, 
transmitted directly to “MARDEP”, using: 

2.1 W/T Communication via Hong Kong Radio (VPS); or 

2.2 Telex: 63607 Mdpcc Hx; or 

2.3 VHF R/T on Channel 12 (156.60 MHz), calling channel (4 boy 
notice only). 

3. Compliance with the foregoing requirement by Masters of vex 
over 300 g.r.t. will be considered by the Director of Marine as Satis 
all his requirements for routine communication in advance of a veg. 
entry into Hong Kong waters in accordance with: 

3.1 The ote teres Port Control Regulations, Reguiatiy 
(Shipping and Port Control Ordinance, Cap. 313). 

3.2 The ate Ordinance (Cap. 84), section 10E(1). 

3.3 Notice to Mariners No. 39 of 1983, permission to enter Hong ky 
waters, dated 6th July, 1983. 

4. Agents and Masters of ships of 300 g.r.t. or under are reming 
that they should continue to apply for permission to enter Hong ky 
waters in accordance with Notice to Mariners No. 39 of 1983. 

5. This notice updates and supersedes Notice to Mariners No. #, 
1985 which is hereby cancelled. 


Annex 1: 


No. Required Notification Sample Lepr, 


1. Name of vessel and call sign Hardship/GA\ 
2. Flag British 
3. Type (Bulk/Tanker/General Cargo/ 
Container) Bulker 
4. Gross tonnage (as per register) 24123 
5. Length overall (as per register) 168 m. 
6. Total number of persons on board 22 
7. Reason for call Disch/Change Crew 
8. Estimated maximum arrival draft 9.7 m. 
9. Any defects affecting 
manoeuvrability 
or seaworthiness? Nil 
10. Any pach ached Goods of IMO Class 
1, 2, 3 (Yes/No and Quantity) Yes. 14 tonnes, Clas 
11. Local Agent Silver Lining 
12. Are you Lanta a Pilot? Yes 
13. ETA indicated Pilot Boarding Station 091400 Tathong Ch 
14. Last Port Keelung 
Annex 2 


No. Required Notification 
1. Name of vessel/call sign Hardship/GA' 
2. ETA Pilot Boarding Station 091515 Tathong Ch 
3. Any changes to Annex 1? Nil 

Signed: Director of Marine. 


Sample Messa 


Marine Department Notice No. 121 of 1987 

Compulsory Pilotage: j 
1. Notice is hereby given that the Pilotage (Amendment af 

Schedule) Order 1987 will come into effect on 1st August, 1987 

Order will extend the requirement for compulsory pilotage 


ships of 5,000 gross registered tonnage, or over, as specified "’ 
First Schedule. The amended First Schedule will specify the folow 
vessels: 


(1) A ship of 5,000 gross registered tonnage or over. 

(2) A ship of 1,000 gross registered tonnage or over, but unde’s! 
gross registered tonnage, proceeding to or from any ™ 
specified in Part | of the First Schedule, and any con 
terminal specified in the Third Schedule, to the Dangerous & 
(Shipping) Regulations. 

(3) A ship of 1,000 gross registered tonnage or over 7 

dangerous specified in Categories 1, 2 and 5°! 

Schedule to the Dangerous Goods (Classification) Regul 

A ship of 1,000 gross registered tonnage or over, but unde 

gross a tonnage, proceeding to or from a 

mooring y. 

(5) A ship of 300 gross registered tonnage or over which - 
(a) is for any reason, unable to proceed under its own ps 

manoeuvre with its own steering gear, or work with & 
anchors; 
(b) has any part of the hull structure removed, or unde 
which may affect the watertight integrity of the ship:® 
(c) is at risk of causing injury to persons or apt. to prow 
any other ship or environment by virtue of the con 
of the ship or the nature or condition of its cargo. 4 

2. Copies of the Pilotage (Amendment of First Schedule) OM % 

(Gazette Legal Notice No. 163 of 1987) may be obtained 

Government Publications Sales Centre, Ground Floor, Gene? 

Office Building, Connaught Place, Central, Hong Kong. 

Signed: Director of Marine. 
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sapwASTER'S REPORT: October 1984. 
wegrst0": Notice to Master — Immigration Clearance on Arrival in 
(Form 1D 245A) 
wong tng Being the Master of a vessel, you are required, on arrival 
‘vessel in Hong Kong, to anchor or moor the vessel at an approved 
eration Anchorage (as illustrated on the back page) for as long as 
be necessary for Immigration examination, and hoist the 
Sagration Examination Signal until an Immigration Officer permits you 
ipwer it. The Immigration Examination a should be, by day, the 
eee HN. N. shown by means of signal flags and, by night, 3 lights 
on WHITE in a vertical line one over the other, equally spaced at 
of not less than 1 m. and visible from any direction at a 
, of at least 1 nautical mile. Failure to comply with this 
ment is an offence under the Immigration Ordinance, Cap. 115, 
ws of Hong Kong and is punishable with a maximum fine of $20,000. 
2 This opportunity is also taken to remind you that it is your duty to 
that no persons leaves or boards your vessel (except a Port 
wealth Officer or a Pilot in the course of his duty) and nothing shall be 
from or taken or placed on board your vessel before 
ration Examination. 
yssters Remark: Approaching the Westem Quarantine Anchorage 
yout a Pilot was difficult, because of an enormous quantity of Chinese 
decal junks occupying the very narrow roads, waiting for their turn 
ope cleared. Vessel dropped anchor at 0900 hrs. local time and first 
sesons to board were 2 Customs Officers who came on board by means 
“iowered accommodation ladder. They were followed half an hour later 
» he doctor and thereafter by the ship's Agent and shipchandler. As 
gon as the yellow flag was lowered bumboat people rushed to the ship 
splaying their merchandise on the aft part of the ship's deck. When 
amigration Officers boarded almost 3 hours later they seemed to be 
wy upset and asked me immediately to remove all persons not 
ssonging to the ship's crew and furthermore to write a letter to their 
Ace explaining why | let anybody board before Immigration had cleared 
te ship. Fortunately | had hoisted the signal H. N. N. as per Agent's 
svice. With few words, they cleared the vessel at 1400 hrs. and | did 
swthave to pay a penalty. They warned me again and told me on my 
quest, after giving me their Circular 1D 245A that nobody including 
customs Officers shall board the vessel except Pilot or doctor before 
em and whenever the Customs Officers want to board before (which 
sthe usual case) the Master is to contact MARDEP on Channel 12 
Hf, asking to contact Immigration Office to get Immigration’s 
«nfimation for the Customs to board the vessel before Immigration 
we cleared her. They told me furthermore not to lower the 
xeommodation ladder and to repulse any person who tries to board. 
\ote: (1993) All ocean-going vessels can obtain Pre-Arrival Clearance, 
acept those registered in North Korea or carrying North Korean crew. 
Sailing without a Pilot was also not very easy and | strongly 
“ommend Masters to take Pilots whenever entering or leaving the port 
d Kong due to the great amount of traffic in this port. 
WARDEP — Reporting Points: Vessels entering Hong Kong must report 
ter passing to MARDEP on Channel 12 VHF at the following points: 
Through East Lamma Channel Through West Lamma Channel 
Wang Lan Island Wang Lan Island 
Potoi Island Potoi Island 
LCS 1 Lamma Channel Buoy 
lamma Patch Channel Buoy Cheung Chau Island 
\CS 2 Lamma Channel Buoy 
Green Island 
Through Tathong Channel 
Wan Lan Island 
Tat Point 
Hak Kok Tau (Cape Collinson) 
{si Yue Mun 


010 OFFICER’S REPORT: September 1990. 
*e-arrival Clearance not possible with crew originating from 
‘mmunist countries. 
Radio Free Pratique possible. 
Avance Port Clearance possible. 
To obtain entry permission, MARDEP should be informed of the 
Sewing information at least 12 hours before arrival: 
1. Name/Call Sign. 8. Arrival Draft. 


Green Island 


2. Flag 9. Any Defects. 
3. Type. 10. IMO Class 1, 2 and 3. 
& Grt. 11. Agent. 
5. LOA, 12. Pilot Yes/No. 
. Number of Persons on board. 13. ETA Pilot Station. 
ic Reason for Call. 14. Last Port. 
Bast 4 hours before arrival: 


!. Name/Call Sign. 
; elas Station. 
me je to First Message. 
“300 Pratique: ‘ : 
retype" 
AHK", called “Last Ports in 14 days with dates of departure”, Crew 
mer’, all healthy, possess valid travel documents and vaccination 
Owat Exe No infections, disease occured/sick person on board, valid 
emption Certificate issued “Date” at “Port” apply for Radio 
‘Bave Master. 
Nama clearance (staying one day only): 
Th om. 
ong. 
latory. "9 


“etifca thane of Registry, Issue Date, Expiry Date, Annual Date, 


HONG KONG 


Safety Radio. 

Derat Exemption. 

Request Advance Port Clearance. 
Signed Master. 
Send if coming from Australia: 

Hong Kong Official Crew List. 

List of Ports of Call. 

Copies of: Ship's Registry, Safety Equipment, Safety Construction, 

Load Line, Safety Radio, Derat Exemption. 

Agent: 

All Certificates. 

Minimum Safe Manning Certificate, 1 copy. 

Last Port Clearance. 

Ordinary Crew List, 3 copies. 

Stores List, 2 copies. 

Customs and Excise Service Form, 2 copies. 

Tonnage Form, 1 copy. 
Quarantine: 

Maritime Declaration of Health, 1 copy. 

Crew List, 1 copy. 
Immigration: 

Officers will not board when Pre-arrival Clearance granted. 

If they do board — Arrival: 1 set of Hong Kong Crew List. 

5 ordinary Crew Lists. 
— Departure: 2 ordinary Crew Lists. 

Police: 

Arms and Ammunition List, 1 copy (will not always attend). 
Customs: 

See “Documents” — “Customs & Excise Department”. 


SHIPMASTER‘S REPORT: July 1991. 

Terminal: Lamma Power Station Terminal(See Plan). 

Cargo: Coal for discharging. 

Location: West side of Lamma Power Station, Lamma Island, in position 
Lat. 22° 13.1’ N., Long. 114° 5.9’ E. (See B.A.Chart No. 1918). 
Approaches to Terminal: Approach to berth is via a 2 nautical mile 
dredged channel at South side of the berth. This channel widens into a 
turing basin immediately off the berth. Pilot normally boards 1.5 miles 
South of Yuen Kok, South of Lamma Island. Channel is 260 m. wide 
and has a depth of 16.5 m., and is marked by lighted buoys on both 
sides of the channel. Berthing and gprs are in daytime only. Pilots 
for berthing are available until one hour before sunset. Four tugs are 
used, two made fast and two assist. Tug's lines used. 

Jetty Particulars: Jetty is supported by piles and connected to Power 
Station by an access road alongside the coal conveyors. Length of jetty 
290 m., width 26.0 m. and depth alongside 16.5 m. The berthing face is 
on the West side. On the East side of jetty, there is a coaster berth and 
ferryboat landing. A display board is fitted near the South end of jetty 
to indicate distance off and berthing speed of vessel. 

Mooring fenders: 8x75 ton quick release hooks, 10x50 ton quick 
release hooks and 4x50 ton mooring bollards. There are 10 rubber 
fenders of different configuration for berthing and protection of jetty. 

Fire protection: The jetty is protected by fire hydrants. 

Coal Unloading Equipment: There are 2grab type unloaders of 
25 tonnes S.W.L. and one continuous unloader. Maximum unloader 
travel 230 m. Grab outreach from fender 28 m. 

Freeboard limitation: No restrictions. 

Communications: VHF Channels 6, 9 and 11. 

Operational Particulars: Maximum vessel draft: 14.35 m. 

Maximum vessel length: 262 m. 
Maximum vessel beam: 40 m. 

Density of water off berth: 1022/1025 

Berthing: Daylight only from HW + 30 minutes to LW — 30 minutes. 

Unberthing: Daylight only, at any state of tide. 

Linesmen: Provided by Lamma Power Station. 

Lineboat: Pilot launch usually doubles as lineboat. Lamma Power 
Station also have a workboat available. 

Bunkering: Not permitted when vessel is alongside. Vessels requiring 
bunkers will shift from Lamma to the West Anchorage via Western 
Lamma Channel. Maximum draft 8.5 m. for passing the channel, to take 
bunkers. 


AUTHORITY: Marine Department, Harbour Building, 38 Pier Road, 
G.P.O.Box 4155, Hong Kong. Tel: 5-8523001. Telex: 64553 Marhq Hx 
(Headquarters). 63607 Mdvts (Vessel Traffic Centre). FAX: 5449241. 
Cables: Mardep Hong Kong. Contact: Director of Marine. 

AGENT: Jardine Shipping Agencies (Hong Kong) Ltd., 18/F Devon 
House, 979 tinge Road, Taikoo Place, Quarry Bay, Hong Kong. (Postal 
address: G.P.O.Box 70, Central, Hong Kong). Tel: (852) 5793388. 
Telex: 63454 JMSHA HX. Fax: (852) 8569951. 
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Iceland 


AKUREYRI: 65.41 N. 18.03 W. 
DOCUMENTS: See “Reykjavik”. 

APPROACHES: Natural well protected harbour formed by Oddeyri 
peninsula and the end of the fjord. Entrance to harbour (Pollurinn) has 
a width of 800 m. and depth of 47 m. 

PILOTAGE: Not compulsory but available by arrangement with Senior 
Pilot. 

VHF: Channels 16 and 12. 

TUGS: One tug available (Damen “Push-Cat 42”, 242 h.p.) 
BERTHING: 


(See Plan) 


Depth 
Berth Berth Length atLW Remarks 
No. (m.) (m.) 
Krossanes 1 50 6.0 Oil, fish-oil, meat, 
cement 
Drattarbraut Slipway 
Slippkantur 4 275 6.0-7.0 Ship repairs, 
asphalt tank 
Togarabryggja 1 6 110 6.5 General cargo 
Togarabryggja 2 rf 67 6.5 General cargo 
Londunarkantur 1 8 75 6.0 Fish landing 
Londunarkantur 2 9 65 5.5 Fish landing 
Esso-bryggja 10 Oil 
Tangabryggja 11 70 8.0 Cattle feed, 
General cargo 
Oddeyrarbryggja 12 140 rh General cargo, 
Passengers 
Torfunefsbryggja 13 100 5:5 Passengers 
Austurbakki 170 7.0 Fish landing 


STEVEDORES: Working hours: 0800 — 1600. 
MEDICAL: Full hospital facilities available without prior notice. 
TANKERS: At Oddeyri (KEA-bryggja) and Krossanes, there are oil 
berths with depths alongside of 5.0 m. — 6.0 m. 

FRESH WATER: Available at quays. 

FUEL: Gas and fuel oil is available from Oliuversiun Islands (BP), 
Oliufelagio Hf. (Esso) and Oliufelagio Skeljungur (Shell). 

CONSULS: Denmark, Finland, France, Germany, Norway, Sweden and 


U.K. 

REPAIRS/DRY DOCKS: Two patent slips, one for vessels up to 200 g.r.t 
and the other for vessels up to 2,000 g.r.t. Ordinary repairs can be 
effected. Shipyard has a quay of 275 m. length with a depth of 6.0 m. — 
7.0 m. Divers available. 

SURVEYORS: Det Norske Veritas: Brynjar Skaptason, Hamarstig 35, 
600 Akureyri. Tel: 354-6-21782, 354-6-22375. Fax: 354-6-21027. 
AIRPORT: At Akureyri, 2 km. from the port. 

AUTHORITY: Port of Akureyri, P.O.Box 407, 602 Akureyri, Iceland. 
Tel: 354-6-26699. FAX: 354-6-11517. Contact: Gunnar Arason, Harbour 
Master/Senior Harbour Pilot (After hours Tel: 6-24293). Guomundur 
Sigurbjornsson, Harbour Director (After hours, Tel: 6-22346). 


HAFNARFJORDUR: 64.04 N. 21.58 W. (See Plan) 
PORT LIMITS: The seaward boundary is drawn as follows: 


Line 1: 020°, from Lat. 64° 02.4’ N., Long. 22° 08.0’ W. (‘“‘Hraunsnes”). 


Line 2: 272°, from Lat. 64° 04.7’ N., Long. 21° 59.2’ W. (“Balaklettur’’). 

These lines cross at Lat. 64° 04.9’ N., Long. 22° 05.9’ W. 
DOCUMENTS: Documents required for Immigration and Customs 
clearance: 

3 copies of Cargo Manifest 

2 copies of Crew List and Passenger List 

1 copy of Crew Declaration to the Customs 

1 copy of Stores List 

Customs Clearance from Last Port. 
APPROACHES: Vessels, with a draft of 7.0 m. or greater, are warned 
that shoals exist at Lat. 64° 04.7’ N., Long. 22° 08.8’ W. (1.5 miles x 260° 
from Valhusagrunn Buoy). 
PILOTAGE: Pilotage is compulsory for all foreign vessels. The Pilot 
usually boards the vessel 0.5 miles S.E. of the Outer Buoy 
(Valhusagrunn, red). Smaller vessels and Masters familiar with the port 
are invited to proceed to the Inner Buoy (Helgasker, green). The 
Buoyage is IALA “System A”. VHF communication with the Pilot on 
Channel 14. 
ANCHORAGES: For vessels awaiting the Pilot, a good anchorage is to 
be found 1 mile S.S.E. of the Outer Buoy (Lat. 64° 04’ N., Long. 
22° 04' W.). Smaller vessels may anchor 0.4 miles North of 
Hvaleyrarhofdi (Lat. 64° 03.9’ N., Long. 21° 59.9’ W.). 
VHF: Pilot on Channel 14. 
TUGS: Hafnarfjordur Pilot tug with 4 tons bollard pull. Further tugs can 
be ordered from Reykjavik. 
BERTHING: The inner harbour is enclosed by 2 breakwaters. The 
Northern one is 200 m. long and the Southern one 400 m. Entrance 
channel is 150 m. wide, 9.0 m. deep, bottom soft clay. 
North Quay: 255 m. long, depth 5.5 m. to 6.5 m., bottom soft clay. For 
general cargo and unloading fish. 
Oseyrar Pier: 130 m. long and 25 m. wide, depth 2.5 m. to 4.0 m. at 
Southern side and 6.0 m. to 6.5m. at Northern, bottom clay. Mainly 
used for fishing vessels. 
South Quay: 430 m. long, depth 6.0 m. to 8.0 m. bottom clay. For bulk 
and general cargo vessels. 
Finger Pier: 70 m. long, 10 m. wide, depth 5.5 m. to 6.5 m., bottom clay. 


812 


CRANES: Mobile cranes of various capacities are available. 
BULK CARGO FACILITIES: South Quay: Salt Store House 
8,000 tons and facilities for Gechanyng and handling of sat, 
SPECIALISED CARGO HANDLING FACILITIES: Quay: 9, 
House of 12,000 cu.m. for frozen fish and other frozen and retngeny, 
and transit cargoes. 
STEVEDORES: Working hours are 0800 — 1700, Monday to Fig 
Overtime can be arranged. 
TANKERS: Oil Pier: Inside the head of the Southern Breakwaty 
berth for oil tankers. Depth 8.0 m., bottom soft clay. Max. draft forane 
tankers is 9.5 m. 
Berthing and Mooring: Vessels approach the harbour ; 
heading 098°, in the line of 2 red lights. When off the harbour ena, 
the vessel is swung, assisted by tug, the port anchor is let andy 
vessel comes astern inside the breakwater and is moor Port g 
alongside. 
bine Variation: Up to 4.5 m. Spring tide average 3.9 m. and Neap 
5m. 

DENSITY: 1025. 
TIDAL VARIATION: Up to 4.5 m. 
FRESH WATER: Available at all quays. 
FUEL: Available. 
CONSULS: Available at Reykjavik (10 km.). 
REPAIRS: All types of deck and engine repairs possible. 
DRY DOCKS: None. Slipway for vessels up to 300 tons. 
SURVEYORS: Lloyd's Agents and representatives for » 
classification societies: Konnun Hf., Dranghals 14-16, P.O.Box ig¢ 
130 Reykjavik. Tel: 354-1-688422. Fax: 354-1-680472. 
CUSTOMS ALLOWANCES: 1 bottle of spirits (0.75 ji, 
200 ree or equivalent; 24 bottles of beer or 1 bottie of wing 
AIRPORT: Domestic airport at Reykjavik 10 km. International aim 
Keflavik 35 km. 
TIME: GMT throughout year. 
GARBAGE DISPOSAL: Collection service is available and ca; 
arranged by ship's agent. 
WASTE OIL DISPOSAL: Collection service is available. Fus 
information can be obtained from ship's agent. 
SEAMAN’S CLUBS: Church services for visiting foreign vessels » 
seamen. 
CURRENCY: Icelandic Krona (IKr). 
DEVELOPMENTS: New Quay: Oseyrar Quay, length 140 m. deg 
7.0 m. To be available in 1995. 
AUTHORITY: Captain of the Port, Buh Husid, Nordurba 
220 Hafnarfjordur. Tel: 354-1-652300. FAX: 354-1-652j 
Contact: S. Hallgrimsson, Captain of the Port. 

Board of Direction, Hafnarstjorn Hafnarfjardar, Strandgata 
220 Hafnarfjordur, Iceland. Tel: 354-1-53444. FAX: 354-1-51276. 


ISAFJORD: 66.05 N. 23.06 W. 


DOCUMENTS: As for “Reykjavik”. 
Certificates: All relevant certificates required. 
PILOTAGE: TFZ Isafjord Radio 2182 kHz. To call Pilot use ¥ 
Channels 16 and 12 or morse lamps or whistle “G”. 
ANCHORAGE: In Fjord, depth of 6 fathoms. : 
pay SIZE: Dry cargo vessels up to 4,000 g.r.t. Tankers up lo 
raft. 
HEALTH: Inform Agent. 
RADIO: TFZ 2182 kHz and VHF Channel 16. 
TUGS: One small tug available. 
MEDICAL: Inform Agent 1 hour in advance. Hospital available. 
FRESH WATER: Always available through hose-pipes. 
FUEL: All grades available advance notice required is 2 hours. 
CONSULS: British, German, Norwegian, Swedish, Danish. 
REPAIRS: All types of repairs possible. 
DRY DOCKS: 1 small dry dock available. 
GANGWAY/DECK WATCHMEN: Necessary. Carried out by 0% 
OPENING/CLOSING HATCHES: Performed by crew. 
CUSTOMS ALLOWANCES: Tobacco: 200 cigarettes ea * 
member, 400 for Master. 
Wine/Spirits: 1 bottle for each crew member, 2 bottles for Mas* 
Beer: 24 bottles for each crew member. 48 bottles for Mast® 
REPATRIATION: No facilities exist. 
AIRPORT: Distance from port 2 miles, regular flights. 
TIME: GMT. No change. 
HOLIDAYS: Work carried out every day. 
POLICE/AMBULANCE/FIRE: Police: 3258 and 4222. Fire/ATa# 
3300 and 3333. 
TELEPHONES: None availabie. a 
SERVICES: Compass adjusting, radar, echomaster, specialis® 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Not required. 
AUTHORITY: Isafjord Port Authority, Harbour Building, 400 is 
Iceland. Tel: 354-4-3295. FAX: 354-4-4523. Contact 
Skulason, Harbour Master (After hours Tel: 354-4-3721). 


(See Pir 


(flAVIK-NJAROVIK: 64.00 N. 22.33 W. 


sqcuMENTS: As for “Reykjavik”. 

mOTAGE: Pilotage is compulsory for vessels over 100 tons net. Pilot 
palable for all vessels 24 hours per day and is reached via Reykjavik 
sf, pilot boards vessel 1 mile outside Vatnsnes. 

BORAGE: Outside the harbour in depths of 27 m. with good holding 


140m. and a wooden quay 45 m. in length. Depth of water in harbour 
° ide wharves is 20 ft. to 45 ft. Entrance is easy for access. 
2 ORES: Working hours: 8 hours per day 0800 to 1700 hrs. 
mesh WATER: Available through hose connection on the quay. 
AjEL: Available. . 
AIRS: 2 shipyards available. 
: Keflavik International Airport is only 4 km. away. 


sHORE LEAVE: Allowed. 
\UTHORITY: Harbour Master. 


\ESKAUPSTADUR, Nordfjordur: 65.09 N. 13.41 W. 


DOCUMENTS: 

Crew List. 

Passenger List. 

Customs Documents. 

Provision List. 

Manifests and Ship's Papers. 

WLOTAGE: No Pilots. Road clear, keep in middle of fjord. 
INCHORAGES: Depending wind. With North or N.W. winds anchor 
cowards South coast and well in the fjord. When N.E. off town towards 
‘oth coast, but keep clear of small boat moorings. 
WAX, SIZE: Length/breadth no restriction. Main quay is 70 m. long and 
‘s built right out to the steep bank at the coast. Depth close to jetty 
7m. but increases quickly. 

#ALTH: Free Pratique automatic from Customs Officer. Radio for 
ctor if illness on board. 

*ADI0: Neskaupstadur Radio 2182 kHz (TFM) 24 hour watch. VHF, 
annels 16 and 26. Range approximately 40 miles. 

NGS: No tugs but large motor-boats are normally obtainable if 


vecessary, 

SERTHING: No specific requirements unless over 7 m. draft, when 
‘dering required. 

SEVEDORES: If possible 24 hours ETA. Preferably before 1600 hrs. 
‘commencing next morning. Load or discharge rates according to 


AL: Always send advance notice of required medical attention. 
“pital available, also 3 doctors and dentist. 
NKERS: Diameters of lines 4 in. and 6 in. Oil companies B.P. and 
+ a their own small quays. The third company Esso uses B.P. 


XENSITY: Normal. 
FRESH WATER: Shore line on jetty. No barge. 
: Diesel oil i 
i LS: Denmark Tel: 71299, 71430. France Tel: 71119, 71114. 
AIRS: Limited repairs to engines, hull and deck. Good repairs to 
ar sounders, tiller pilots, etc. 
DOCKS: None. 1 slipway, 450 tons. 
UNGWAY/DECK WATCHMEN: Available but not compulsory. 
NG/CLOSING HATCHES: Normally carried out by crew. 
et ATES: Ship's Register. 
OMS ALLOWANCES: 200 cigarettes a week while in Iceland. 
| allowance of spirit, i.e. on arrival 1 to 3 bottles according to 


n. 
BATRIATION: Possible. 
wer: Distance 3 km. Daily flights. 
ble no alterations. 
& AYS: Last Thursday April; 17th June; 1st May; 25th and 
wh rt; New Year, etc. If work is carried out 31st December, 
camegoember, Saturday before Easter and Whitsun double pay is 
TSE AMBULANCE/FIRE: Telephone office at shore end jetty. 
VICES ES: No arrangement to place telephones on board. 

“eS: No tank-cleaning equipment. No discharge of tank- 
wong’ Compass adjusting available. 
DENTRIAVE: Allowed. 
Rays. ATION CARDS: Not required. 
DEVELOP None except if berth not available. 
arse MENTS: No expected draft increases. New berths are under 


THOR Nn but will take unforeseen time. 
Gudmundur Bjarnason, 


_ _Hafnarstjorinn, c/o 
as albie 740 Neskaupstad, Iceland. Tel: 97-71700. FAX: 97- 
‘vontact: Gisli S. Gislason. 


“= 


ICELAND 


PATREKSFJORDUR: 65.35 N. 23.59 W. 


DOCUMENTS: 8 Crew Lists, Passenger Lists, Custom Documents, 

Health Documents, Manifests, Bills of Lading, Ship's Papers. 

PILOTAGE: Pilotage not compulsory, but if needed then contact Radio 

Patreksfjordur on 2182 M/F. 

ANCHORAGE: Anchorage is sheltered by the peninsula. 

MAX. SIZE: See “Berthing”. 

RADIO: Radio Patreksfjordur on 2182 M/F. 

TUGS: Available. 

BERTHING: The entrance has a depth of 4.7 m. to 4.9 m. (15.5 ft. to 

16 ft.) at LLWST. The harbour has a depth of 6.4 m. (21 ft.) at LW, and 

10 m. (33 ft.) at HW. 320 m. of quayage with depths from 5.5 m. to 5.8 m. 

Me ft. to 19 ft.) alongside. The harbour can be entered by day and night. 
TEVEDORES: Working hours 0800 hrs. to 1900 hrs. 

MEDICAL: Hospital available, contact through radio. 

FRESH WATER: Available. No notice required. 

FUEL: Available. No advance notice required. 

REPAIRS: Machine-shop. General repairs can be effected. Diver 

obtainable. 

resist About 26 km. distance from harbour. Regular service, by 

airlines. 

TIME: GMT. No change. 

SHORE LEAVE: Allowed. 

AUTHORITY: Patrekshofn, Patreksfiroi. 


REYKJAVIK: 64.09 N. 21.56 W. 


DOCUMENTS: 
For the Immigration Office 

1 Crew List. 

1 Passenger List. 

For Customs Authority 

Master's Report on vessel's arrival from abroad. 

Master's Certificate with Manifests of all goods. 

Master's Certificate with Manifests of goods to each port of discharge. 

Health Declaration. 

List of Provisions and other Stores in ship. 

Ordinary procedure at least 5 copies of each manifest (3 for Customs). 
PILOTAGE: age compulsory. Telegraphic address: Harbour 
Master, Harbour e, Reykjavik. Desirable advance notice of ETA 
24 hours and again notice 3 hours before expected time of arrival. VHF 
working Channels 12 and 17 at pilot station and pilot boats. 24 hour 
watch maintained. 

Pilot boat: Grey hull with red and white deckhouse. International 
signals used if necessary. Pilot boat leaves harbour on request and 
meets vessel up to 1 nautical mile off Grotta (East of Buoy No. 6). Most 
frequent boarding place is Buoy 7 Kollafjordur. 

ANCHORAGES: Good anchorage at Kollafjordur in 30 to 35 m. water 
1.5 miles North of Engey Lighthouse. Anchorage prohibited in 
neighbourhood of harbour entrance. 

RESTRICTIONS: Ali day service. Draft in old harbour restricted at 
MLWST to 7.0m. (23 ft.), in Sundahofn to 8.0m. (26 ft.). No other 
restriction. 

MAX. SIZE: eee straight quay 315 m. Breadth unrestricted. Depth 
26 ft. at MLWST (29 ft. at MLWNT). At present 2 installations for oil 
carriers to discharge through submerged pipelines. Moorings for up to 
32,000 d.w.t. ships. 

HEALTH: Pratique obtained through Customs Authorities. In case of 
suspected disease notify port office or Agent in advance. 

RADIO: Reykjavik Radio TFA. 

RADAR/VHF: Radar service available for vessels approaching harbour. 
— office can be contacted by VHF Channel 16. Working Channels 12 
and 17. 

TUGS: Tugs meet vessels on roadstead. Ship's lines used. Twoocean- 
eet s of 800 h.p. and 1 smaller tug available. 

ERTHING: Larger vessels preferably handled at high water. 

Old Harbour: The Old Harbour is protected by 2 moles leaving a 100 m. 
wide entrance. It is divided into the West Harbour and East Harbour. 
The Old Harbour is a fishing harbour where passenger traffic is also 
served. Cruise liners berth in city centre with max. length 170 m. and 
max. draft 8.0 m. (26 ft.). In the Old Harbour there are several areas for 
ship maintenance, the main slipways and a great number of firms 
specialised in services for the fleet. Quayage is about 2,800 m., of which 
there are 600 m. only for smaller fishing craft. Draft in Old Harbour at 
MLWST 7.0 m. (23 ft.) and 8.0 m. (26 ft.) at Cruise liners berth. Bottom 
is sand and mud. 

Sunda Harbour — Vatnagardar: This area is the largest for general and 
containerised cargo, with a special quay for grain and a container 
terminal with a 1 x 32 ton Paceco Portainer with an outreach of 31 m. 
Ro-Ro ramp available. The entrance to the area is not restricted and 
water depth is more than 8.0 m. (26 ft.) at MLWST. Length of quays is 
780 m., with a water depth of 8.0 m. (26 ft.) at MLWST. Bottom is sand 
and mud. 

Sunda Harbour — Holtabakki: Another harbour area for general cargo 
is in Kleppsvik. The entrance is a 50 m. wide channel dredged to 7.0 m. 
(23 ft.) at MLWST. The water depth at the quay is 7.0 m. — 8.0 m. Length 
of quay 250 m. 

Sunda Harbour — Vogabakki: Length 300 m. Depth 8.0 m. Quay used 
for handling general cargo. 

Sunda Harbour — Grafarvogur: This area is used for discharging and 
storing of cement, gravel and asphalt for industries in the vicinity. An 
approach channel has been dredged to 4.0 m. (13 ft.) at MLWST and 
water depth at the quay is 4.5 m. (14 ft.) 

Eidsvik: In Eidsvik there is a quay for the State Fertiliser Plant. The 
entrance is unrestricted with deep water to the quay. 


(See Plan) 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng 


STEVEDORES: Stevedoring must be arranged in advance preferably 
by Agent. Working Hours: 0800 — 1700 hrs. With labour unions 
rmission, work may be carried out until 2200 hrs. and on Saturdays. 
EDICAL: Medical attention available without notice. For hospital stay 
or surgical operation advance notice desirable, either through Agent or 
rt office. 
TANKERS: Submarine pipelines diameter for discharging are 8 in. 
2 terminals handling vessels of 15,000 — 25,000 g.r.t. Vessels moor to 
buoys. 
DENSITY: Salinity varies from 33.6% to 35.0% giving sea water density 
about 1027 in average. 
FRESH WATER: Water delivered from taps at quay at rate of 
20 t.p.h.— 30 t.p.h. 
FUEL: Grade of fuel oil 200 — 400 sec. Supplied by barge or lorry. 
FIRE PRECAUTIONS: Ordinary precautions for handling of dangerous 
joods applied. 
URVEYORS: Lioyd’s Register, Norske Veritas, Germanischer Lloyd 
and Bureau Veritas. 
GANGWAY/DECK WATCHMEN: Ship's gangway to be used. 
Watchmen services from ashore not necessary but can be arranged if 
asked for. 
OPENING/CLOSING HATCHES: Carried out by stevedores. 
CONSULS: 


Belgium Consul General Tel. 20000 
Brazil Consul "11500 
Canada Consul General " 680820 
Chile Consul "38640 
Czech Rep. Commercial Attache ; 19823 
Denmark Embassy 621230 
Finland Embassy 621577 
France Embassy 17621 
Germany Embassy 19535 
Greece Consul 24303 
Israel Consul General 685300 
Italy Consul General 623042 
Japan Consul "82800 
Mexico Consul "25430 
Netherlands Consul General " 678333 
Norwa' Embassy "13065 
Pola Commercial Attache " 625710 
Portugal Consul " 686166 
Russia Embassy “See15156 
Spain Vice-Consul 695500 
Sweden Embassy 82022 
Switzerland Consul 625870 
Turkey Consul General 688588 
United Kingdom Embassy 15884 
U.S.A Embassy 29100 


‘S.A. 

REPAIRS: All kinds of ship repair possible. 
DRY DOCKS: Only slipways available up to 2,000 metric tons weight. 
Dimensions: Length 85 m., breadth 13.6 m. 
CERTIFICATES: 
Certificate of Nationality. 
International Tonnage Certificate. 
Certificate of Seaworthiness. 
Cargo Ship Safety Construction Certificate. 
Cargo Ship Safety Equipment Certificate. 
. Cargo Ship Safety Radiotelegraphy Certificate or Cargo Ship 

Safety Radiotelephony Certificate. 

7. International Load Line Certificate. 

Passenger ships must have certificates No. 1, 2, 3, 7 and in addition 
cemeenae Ship Safety Certificate. 
CUSTOMS ALLOWANCES: 200 cigarettes or equivalent. 1 litre 
alcoholic beverage, 24 bottles beer or 2 litres of wine. 
REPATRIATION: Can be arranged. 
AIRPORTS: Reykjavik Airport within 10 minutes drive. Mostly for local 
routes. Keflavik Airport 50 km. distance, served regularly by airlines both 
to Europe and America. 
TIME: Icelandic Summertime used all year round and is same as GMT. 
HOLIDAYS: January ist (New Year's Day); Maundy Thursday; Good 
Friday; Easter Monday; May 1st; Ascension Day; Whit Monday; June 
17th (National Day); First Monday in August (Bank Holiday); Christmas 
Day and Second Christmas Day. On Christmas Eve and New Year's 
Eve work stops at noon. Dock work goes on on Bank Holiday and by 
Labour Union permission work may be carried out on Saturday against 
overtime payment and exceptionally at night until 2200 hrs. 
POLICE/AMBULANCE/JFIRE: Police (Main station) 11166; Police 
(Harbour Station) 10145; Ambulance 11100; Fire 11100. 
TELEPHONES: Telephone connection can be arranged at some berths 
" the old harbour and in Sundahofn telephone connections will be at 
the quay. 
SERVICES: Compass adjusting carried out by private firm as well as 
tank cleaning. 
SHORE LEAVE: Crew members are allowed ashore. 
IDENTIFICATION CARDS: identification card must be carried. 
DELAYS: Normally no delay is to be expected beyond that caused by 
normal customs clearance. 
GENERAL: Engines may not be run while ship is berthed. 
DEVELOPMENTS: Extension of terminal facilities at Sunda Harbour 
pitas! (See “Plan’”). 
AUTHORITY: Port of Reykjavik, Box 382, 121 Reykjavik, Iceland. 
Tel: 354-1-28211. FAX: 354-1-28990. Contact: Hannes Vaidimarsson, 
Port Director. Captain J. Ingolfsson, Harbour Master. 


PAPO 


814 


SIGLUFJORD: 66.10 N. 18.50 W. 


(See py 
DOCUMENTS: As for “Reykjavik”. 
PILOTAGE: Compulsory. Pilot meets vessel about 400 m. from hay 
entrance. 
ANCHORAGE: East of harbour in depths up to 25 m. to 30 m 
holding ground. Gales from North set heavy sea, vessels thes” 
anchorage in small bay S.W. of Siglunes. a 
RADIO: Siglufjordur Radio TFX 2182 kHz. 
VHF: Channels 16, 24, 26 and 27. 
TUGS: None available. 
BERTHING: There are several piers and wharves inside the North, 
4 quays used by larger vessels have depths up to 23 ft. at LW) 
7.0 have lengths from 50 m. to 125 m. 
STEVEDORES: Available. Working hours 0700 to 1200 and ig 
1700. Overtime can be arranged. 
MEDICAL: All facilities available. 
FRESH WATER: Available. 
FUEL: Available in general grades only. 
CONSULS: Denmark Tel. 71672. Sweden Tel. 71440 
REPAIRS: Repairs to moderate size vessels can be obtained » 
available. 
GANGWAY/DECK WATCHMEN: Necessary. 
de ring arial HATCHES: Stevedores normally perfom: 
work. 
CARGO GEAR: Cranes lift up to 20 tons. 
TIME: GMT. No change. 
POLICE/AMBULANCE-/FIRE: All tel. 71170. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Not required. 
GARBAGE DISPOSAL: Service available, Tel: 71237. 
WASTE OIL DISPOSAL: No shore tanks for waste oil. 
SEAMAN’S CLUBS: Available, Tel: 94-71514. 
CURRENCY: Icelandic Krona (IKr). 


AUTHORITY: Siglufjardarhofn, 580 Siglufirdi, Iceland. Tel: 1 


71433. FAX: 72038. Contact: K. Rognvaidsson, Captain of the Po: 


SKAGASTROND: 65.50 N. 20.20 W. 


DOCUMENTS: As for “Reykjavik”. 

PILOTAGE: Pilots are available. When approaching port, order? 
through Agent if required. 

MAX. SIZE: Max. draft 19 ft. 

MEDICAL: Doctor available but located in Blonduos 20 km. away, ai 
visits Skagastrond 3 days a week. 

FRESH WATER: Available. 

FUEL: Available. 

GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: Normally carried out by stevea 
REPAIRS: Small repairs available. 

AIRPORT: Nearest 20 km. away in Blonduos. 

TIME: GMT. No change. 

POLICE/AMBULANCE/FIRE: Police Station and Firemen in the pr 
TELEPHONES: Available. 

SHORE LEAVE: Allowed. 

AUTHORITY: Arnason Berger, Straumnes, 545 Skagastrond, |e 
Tel: 95-4614. 


STRAUMSVIK: 64.03 N. 22.03 W. (See Pi 


This port belongs to the Hafnarfjordur Harbour Authority. It is inset 
Hafnarfjordur Port Limits and served by the same personnel. 
PORT LIMITS See “Hafnarfjordur’”. 
DOCUMENTS: See “Hafnarfjordur’. 
APPROACHES: See “Hafnarfjordur’. 
PILOTAGE: For vessels awaiting the Pilot, a good anchorage 5* 
found imile S.S.E. of the Outer Buoy (Valhusagrun * 
Lat. 64° 04’ N., Long. 22° 04' W. 
ANCHORAGE: For vessels awaiting the Pilots, a good anchors! 
be found 1 mile S.S.E. of the Outer Buoy (Valhusagum 
(Lat. 64° 04’ N., Long. 22° 04' W. 
RESTRICTIONS: See “Berthing”. 
TUGS: See “Hafnarfjordur’. ' 
BERTHING: Inside the 300 m. long breakwater is a berth, 2208" 
with minimum depth 12.0 m. The entrance channel is 160 m. wor 
a depth of 10.0 m. 

This port is very narrow for vessels of length over 160 m. Such 
are only docked and undocked in daylight. 
CRANES: Two 8 ton harbour cranes for handling general cay 
BULK CARGO FACILITIES: There is a suction unloader for dso 
alumina. 
DENSITY: Mixed salt and fresh water. ‘ 
TIDAL VARIATION: Up to 4.5 m. Average: Spring tide 3.9 m. Nef 


1.5m. 

FRESH WATER: Available. 

FUEL: Available. 

CONSULS: Available at Reykjavik (10 km.). 
REPAIRS: See “Hafnarfjordur”. 


4 
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pocKS: See “Hatnarfjordur’. 
ORS: Cargo Surveyors, Lloyd's Agents and representatives 
ification societies: Konnun Hf., Drangahals 14-16, P.O.Box 
Reykjavik. Tel: 354-1-688422. Fax: 354-1-680472. 
ALLOWANCES: 1 bottle of spirits (0.75 litres); 200 
or equivalent; 24 bottles of beer or 1 bottle of wine. 
: Domestic airport at Reykjavik (15 km.). International airport 
35 km.). 
. throughout year. 
GE DISPOSAL: Collection service is available and can be 


eages pA fale od ent. 
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SAL: Collection service is available. Further 
can be obtained from ship's agent. 
SANS CLUBS: Church services for visiting foreign vessels and 


SARENCY: Icelandic Krona (IKr). 


STER'’S REPORT: June 1985. 
aotage: This is a satellite port under the jurisdiction of Hafnarfjordur 
wgpour Authority, who supply Pilots. Prior notice via Agents. Confirm 
» VHF to “Hafnarfjordur Pilots”, but will also answer to “Straumsvik 
suis”. Pilot boards 1 — 1.5 miles outside harbour. 
aesinctions: Large ships berthed and unberthed in daylight only. 
vax Size: Normal max. length 210 m. O.A. Beam unlimited. Depth 
om. and max. draft guaranteed by charterers 37 ft. (11.28 m.). 

: This port is very small, with one berth only on the inner side 
4 the breakwater. Ships handled comprise about 4 vessels a year of 
90 60,000 d.w.t. importing Alumina from Australia for the Icelandic 
iyminium Company smelter. Also about 65 vessels a year, of less than 
3000 tons load Aluminium ingots for export. 
igs: On berthing a tug with bollard pull of 10 to 12 tons, which travels 
‘om Reykjavik, is used forward, and the pilot boat, with bollard pull of 
sions is used aft. In the case of large vessels ships berth head in/port 
sde to. 
foo Operations: One suction unloader discharges Alumina at about 
80-300 t.p.h. For 38,000 tons allow 6 days in port. No public holidays 
ye observed while discharging Alumina. Two travelling cranes also 
yalable for loading ingots (8 tons at 20.8 m. radius). 
Density: Salt water. 
fuel: Not available. 
fesh Water: Available at about 16 t.p.h. 
»ovisions: Available at high cost from Hafnarfjordur or Reykjavik. 
oher Facilities: None. All minor repairs, medical, Agents, etc., will travel 
tom Reykjavik. There is no permanent population at Straumsvik. 
Oections: A group of three conspicuous silos, painted red and white, 
ndabout 35 m. in height, are located close to the root of the breakwater 
and are visible from many miles away. 


AUTHORITY: Captain of the Port, Buh Husid, Nordurbakka, 


20 Hafnarfjordur. Tel:  354-1-652300. FAX:  354-1-652308. 
dotact: S. Haligrimsson, Captain of the Port. 
Board of Direction, Hafnarstiorn Hafnarfjardar, Strandgotu 6, 


2 Hatnarfjordur, Iceland. Tel: 354-1-53444. FAX: 354-1-51276. 


(ESTMANNAEYJAR: 63.30 N. 20.14 W. (See Plan) 


m Register. 
*LOTAGE: Pilotage compulsory, day and night service. Ship to advise 
‘# Vestmannaeyjar Radio ETA. Pilot always available but 1 hour's 
vance ETA is required. 
NCHORAGE: There are anchorages with depths from 24 m. to 34 m., 
zd holding ground about 0.5 miles North of harbour and on North side 
Peninsula in depths of 28 m. to 34 m.; this anchorage is exposed to 
"ds between West and North. 
a CONS: No restrictions except for largest vessels. They must 
WX. SIZE: 5,000 g.r.t. 
ee Vestmannaeyjar Radio. VHF available. 

: Normally join in-coming vessels at anchorage. The use of tug is 
cane 1 Tug, 500 h.p. 
Tevee; 2 mobile cranes, capacity up to 15 tons. 
70 DORES: Available. Ordered by Agent. Working hours: 0800- 
eDeR Monday-Friday. 
nd * Not necessary to receive advance notice. Hospital facilities 
Twas available. 
Regus: Discharge lines, 7 in. No deballasting facilities available. 
RRL. WATER: Shore installations on every berth. 
Const grades available. 
Tobe : Denmark, Germany, Norway, Sweden and United Kingdom. 
ane’ through Vestmannaeyjar Radio. 
‘ANG S: All repairs ible. 
Pent AY/DECK WATCHMEN: Available. 
USTOMLCLOSING HATCHES: Stevedores. 
’ ome ALLOWANCES: For each crew member; 100 cigarettes or 
ARPORT: Loom tobacco, and 1 bottle spirits. 

: ai . Dai i javik. 

Te: Local time ro Daily connection to Reykjavik 


= 


ICELAND 


HOLIDAYS: New Year's Day; Good Friday; Easter Monday; Labour Day 

(1 May); Ascension Day; Whit Monday; National Festival Day (17 June); 

Prayer Day; Christmas Day (25 December). No work on New Year's 

a: Good Friday, Easter Sunday, Whit Sunday, 17 June, Christmas 
ay. 

POLICE/AMBULANCE/FIRE: All tel. 1666. 

SERVICES: Radio, radar services etc. Divers available. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not required. 

DEVELOPMENTS: Depth of entrance to harbour to be increased to 

6.5 m. New Quays on North Side of harbour to be built in the near future. 


SHIPMASTER’S REPORT: August. 1985. 

Vessel: Research vessel, length 55 m. 

Approaches and Pilotage: Heimaey is the harbour on the largest island 
in the Vestmannaeyjar Group; off the S.W. corner of Iceland. It is 
principally a fishing port, and is one of the few places providing shelter 
on the South Coast of Iceland. 

ETAs are sent to Vestmannaeyjar Radio. 

The Pilot normally boards from a white and red tug, between Heimaey 
and Bjamarey Islands, but in S.E. gales a vessel should go to the North 
side of Heimaey. 

A narrow, tortuous channel, with high cliffs on the North side, and a 
recent (1973) lava flow on the South, leads into an old Volcano crater 
where a port has been built. 

Berths: The quays are modern, and well fendered. We found the harbour 
full of fishing boats, but space is kept for visiting vessels. Turning room 
is restricted, and high winds could make it difficult. The Pilot Tug assists 
as required. 

Officials/Documents: I\celandic Officials can be very strict. 

| prepared: 2 Crew Lists, 2 Ship Store Declarations (British Form C14 
was accepted, as this was similar to the Icelandic Form). 2 Lists of Items 
in Bond — including Beer. 2 Personnel Declarations. 2 Ship’s Bar 
Declarations (Including Beer). 

Services: A courteous and efficient service was provided. 

Water Supplied ex-quay at 10 t.p.h. 

Fuel Delivered by Road Wagon, 5 tons at a time. Both IFO 30 and 
Gas Oil were available. We were able to alter the stem without any 
bother. 

Provisions: Small 
Wednesdays. 
Repairs: There are several Slips for fishing vessels. 

Cranes: Mobile cranes are easily available. 

Communications: Flights are frequent to Reykjavik, and there is a ferry 
to the Mainland. 

Recreational Facilities: The main Tourist Attraction is the Volcano, still 
smoking from the 1973 eruption. 

Good views of the spectacular Harbour and Entrance can be had by 
climbing up into the surrounding hills. The commercial area, near the 
Docks, is mainly taken up by the fishing industry. There are a few shops, 
a bank and a post office. Prices are reported to be high. 

There are some snack type bars. Beer is Banned! Spirits are available 
— at a price. 


AUTHORITY: Harbour Master. 


quantities available through the Agent on 


NOTES 
Please also advise Shipping Guides Ltd. 
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India 
GENERAL 


(See Plan) 


THE INDIAN SHIP POSITION AND INFORMATION REPORTING 
SYSTEM (INSPIRES): Notice No. 7A/90. 

1. With effect from 01 November 1986, the Indian Ship Position and 
Information Reporting System (INSPIRES) was brought into operation 
for all Indian merchant vessels, including coastal vessels and fishing 


vessels 


of more than 300g.r.t. All other vessels in the area are 


encouraged to participate in this system. 
2. Objectives: INSPIRES has the following objectives: 
(a) to provide up-to-date information on shipping for search and 


rescue, 


(b) for effective Vessel Traffic Management Services; 

(c) for weather forecasting; 

(d) for prevention and containment of marine pollution. 
3. Area of Applicability (INSPIRES Area). All the sea area North of 
Lat. 30° S. in the Indian Ocean including Arabian Sea and Bay of Bengal, 
on the West along the African Coast between Lat. 10°30’ S. and 
Lat. 12° N. (boundary of Navarea VIII) and in the East upto Long. 95° E. 
4. Operating Authority: The Director General Shipping shall co- 
ordinate the functioning of the system with Maritime Operations Room, 


Bombay. The Indian Naval 


mmunication Centres (COMCENs) 


Bombay (VTF) and Vishakhapatnam (VTO); Bombay Radio (VWB) and 
Madras Radio (VWM) will participate as the shore stations for receiving 
INSPIRES messages. 


5. Types 


(a) 


(b) 


(c 


~ 


(d) 
(e) 


of Reports. 
Sailing Plan (SP): 

Immediately prior to departure, at departure or immediately 
after departure from a port within the INSPIRES area, or when 
entering the INSPIRES area. 

As the Sailing Plan message is lengthy with full particulars, 
it would be advisable to send this directly by telex. In the event 
the sailing time is changed by more than two hours, then only 
the time may be amended by the vessel when the Pilot is 
disembarked. 

Ships fitted only with Radiotelephony should send their 
departure reports prior to sailing, and send their position reports 
through other vessels in the vicinity. Vessels fitted with W.T. 
are requested to assist vessels not fitted to relay the position 
reports. 

Position Report (PR): 

Every day at time specified below, vessels shall transmit a 
Position Report: 

A. West of Longitude 80° E. 


Latitudes: 0° — 10° N. 0400 — 0455 GMT 

10° N. — 20° N. 0500 — 0655 GMT 

North of 20° N. 0700 — 0755 GMT 

0° — 30° S. 0400 — 0455 GMT 

B. East of Longitude 80° E. 

Latitudes: 0° — 10° N. 0300 — 0355 GMT 

10° N. — 20°N. 0500 — 0555 GMT 

North of 20° N. 0600 — 0655 GMT 

0° — 30° S. 0400 — 0455 GMT 


Deviation Report (DR): 

When ship's position varies significantly from the position that 
would have been predicted from previous reports, or when 
changing the td route, or as decided by the Master. 
Final Report (FR): 

On arrival at destination or when leaving the INSPIRES area. 
Any other Report: 

Whenever required as decided by the Master to enhance the 
effectiveness of the objective of INSPIRES, and may, if 
necessary, include brief report on cyclones, deep depressions, 
defects, damages, deficiencies, limitations, etc., of the 
participating vessel which assists the position reporting system, 
and also reports concerning marine pollution observed at sea 
during the reporting period. 


6. Reporting Format. Reporting format and procedures are given in 
Appendix ‘A’. Sections of the Reporting Format which are not relevant 
to the ship should be omitted from the report. 

7. Recelving Stations. 


(a) 


(b) 


(c 


~ 


(d) 


(e) 
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All the reports specified in Paragraph 5 are to be prefixed 
Ne ee and transmitted to the stations detailed in Appendix 


At present the reports can be sent by any of the following 
methods: 

Wireless telegraphy 

Radiotelephony 

Radio Telex and 

Telephone (Terrestrial) 

Particulars of frequencies, watch-keeping timings, telex 
number, telephone numbers, etc., of Bombay Radio (VWB), 
Madras Radio (VWM), COMCEN Bombay (VTF), COMCEN 
Vishakhapatnam (VTO) through which the reports can be made 
are te at Appendix ‘B’. 

INSPIRES reports will be accepted free of charge by VTF and 
VTO. Reports sent through VWB and VWM are chargeable, but 
are likely to be free of charge in near future. 

The reports should be sent as follows: 

Sailing Plan Before or as near to the time of departure 
from a port within a system or when 
entering the area covered by the system. 
Every day at the time specified in 
Paragraph 5 (b). 


Position Report 


Deviation Report 


Final Report 
Any other Report 


(f) 


Importance of forwardi 


When the ship's position varies 
significantly from the position that 
have been predicted from ion 
reports, when changing the r 

route or as decided by the Masta; 
On arrival at destination and when 


leaving the area covered 
Any other report should 
accordance with the system 
as notified in accordance 


5 (c). 


by the 
be made n" 
With Paragy, 


reports at the Scheduled jy 


specified in Paragraph 5 (b) is stressed upon the 
Shipowners. Masters and Shipowners are advised that 
Position Reports are not received within 6 hours oy 
scheduled times, names of such vessels will be 
frequencies given in Notice No. 11/89 Paragraph 5. Nae 
are advised to listen to broadcast BN from COMCEN 
(VTG) for vessels West of 80° E. and broadcast We 
COMCEN Vishakhapatnam (VTP) for vessels East of a: 
every day at 1400 hrs. GMT on frequencies given in \y 
No. 11/89 Paragraph 5. Vessels whose names are enlisiy 
this broadcast are to send their Position Reports jy, 
concerned COMCEN immediately. 


APPENDIX ‘A’ 
STANDARD REPORTING FORMAT AND PROCEDURES 


Telephone 

Telegraphy (alternative) Function Information required 

Name of Name of 

System System 

INSPIRES INSPIRES System Ship Reporting $ 

identifier ao 
State in full Type of Report Type of 

(1) SP (1) Sailing Plan 

(2) PR (2) Position Report 

(3) DR (3) Deviation Report 

(4) FR (4) Final Report 

(5) Give in full (5) Any other Report 

A (Alpha) Ship Ship Name and Call Signy 
Ship Station identity. 

B (Bravo) Time Date and time A 6 digit group givinga 

of event of month (first two dgt 
hours and minutes GW 
(last four digits). 

C (Charlie) Position Position A 4 digit group giving 
latitude in degrees an 
minutes suffixed with! 
(North) or S (South), a 
a four digit group giviy 
longitude in degrees a 
minutes suffixed with= 
(East) or W (West); @ 

D (Delta) Position Position True bearing (first 3p 
and distance (two digs 
in nautical miles fromé 
clearly identified lance 
(state landmark). 

E (Echo) Course True Course A 3 digit group. 

F (Foxtrot) Speed A 3 digit group in knit 
and tenths of knots. 

G (Golf) Departed Port of Name of last Port of @ 

Departure. 
H (Hotel) Entry Date, time and Entry time expresse® 
point of entry (B) and entry positon 
into system — expressed as in (0) 0 
| (India) Destination Destination Name of port and dt 
and and expected time group expresse!! 
Ee-Tee-Aye __ time of arrival. in (B). 

J (Juliet) Pilot Pilot State whether a dee# 
or local pilot is on dos 

K (Kilo) Exit Date, time and Exit time expressed #! 

point of exit (B) and exit position _ 
from the expressed as in (0) 
system. 

L (Lima) Route Route Intended track (see 

information. Note 2). 
M (Mike) Radio comm- Radio comm- State in full, name 0 
unications unications stations/frequences 

guarded. 

N (November) Next report Time of next Date time group 

report. expressed as in (8) 
O (Oscar) Draft Maximum 4 digit giving metres 

present static centimetres. 

draft in metres. 

P (Papa) Cargo Cargo Cargo. and brief de® 
any dangerous 
including harmful 
substances and g* 
that could endang? 
persons or the 
environment. 

Q (Quebec) _ Defect, Defect, Brief details of de® 

jamage, damage, damage, 
deficiency deficiencies, other limitations. 
limitations. other 
limitations. 


Telephone : , 

spagrtohY (alternative) Function Information required 

= ome0) Pollution Description of Brief details, including 

A pollution type of pollution (oil, 
incident or chemicals, etc.), position 
observation. expressed as in (C) or (D). 

sera) Weather Weather Brief details. 

§ conditions to 

report cyclonic 


conditions only. 


aitengo) Agent Ship's Details of name and 


q 


representative. particulars of ship's 
representative for 
provision of information. 
Uniform) Size and type Ship size and Details of length, breadth 
' type (in metres) gross tonnage 
and type etc. as required. 


y (Victor) Medical Medical Doctor, physician's 
personnel personnel assistant, nurse, No 
Medic. 
yiWhiskey) Persons Total number State number. 
of persons on 
board. 
1 (Xray) Remarks Miscellaneous Any other information — 


give brief details. 


aati route information, latitude and longitude should be given for 


gach turn point, expressed in C above, together with pe of 
intended track between these points, e.g. ‘RL’ (rhumb-line), ‘GC’ 
(great circle) or ‘Coast’, or in the case of coastal sailing, the 
estimated date of passing significant points expressed by a 6 digit 


roup as in (B) above. 
the International Code of Signals should be used to send detailed 


INDIA 


APPENDIX ‘B’ 
(see table below) 


APPENDIX ‘C’ 


Frequencies, Call Sign, Class of Emission, Scheduled Time and 
Details of Transmission of broadcast by COMCEN Bombay (BN) and 
COMCEN Vishakhapatnam (VN) are tabulated below: 


(a) Broadcast by COMCEN Bombay (BN): 


Name of Call Frequen- Class of Scheduled Time Details of 
Station Sign cies kHz Emission (GMT) Transmission 
COMCEN VIG3~ 2072 Al 0500 VTG4 
Bombay VIG4 4268 Main VTG6 
(Main VTG5 6467 1500 Continuous 
Station) VTG6 8634 VTG7 
VTG7_ 12808.5 0900 Repeat VTG 3 Night 
VTG8 16938 Period VTG 5 (1430 — 
VTG9 22378 0230 GMT) 


1215 Sunday VTG8 Day 
Summary VTG 9 (0230 - 
1430 GMT) 


(b) Broadcast by COMCEN Vishakhapatnam (VN): 


information whenever language problems may exist. When the Nameof Call Frequen- Class of Scheduled Time _ Details of 
International Code is used, the “enpropriets indicator should be Station Sign cies kHz_Emission (GMT) Transmission 
inserted after the alphabetical index in the text. 

‘3. Information under ‘T’ and ‘U’ groupe shall be provided by the COMCEN VTP3 2295 0500 - VIFISS 
Shipowner or Agent tof Indian ships. All other ships may include  Vishakha- Main Continuous 
this information in Sailing Plan (SP) on departure from any Indian Ppatnam VIP4 4238 1500 VTP 6 
Port or entry into the system. (Supp- 

Messages should pray contain the eva ema lementary 
SAILING PLAN: SPABEFGILMNOP station ; 
Please see Note No. 3. VIP 5 6418 Al 0900 Repeat VTP 3 Night 

ENTRY REPORT: SP ABCorDEFGHILMNOPVW. VTP6 8646 Period = VTP. 5 (1430 — 

Please see Note No. 3. 0230 GMT) 
POSITION REPORT: PRABCorDEFN. VTP 7 12840 
DEVIATION REPORT: DRAB CorDEF LN and Q, if desired. 1215 Sunday VTP 7 Day 
FINAL REPORT: FRAB vs P. Summary (0230 — 
EXITREPORT: FRABCorDEFKL. 1430 GMT) 

APPENDIX ‘B’ 
RECEIVING STATIONS 

8 Call Freq. Bank Hours of Answer Ship Calling Frequency — Working 

No Station Sign covered _ Watch-keeping (kHz) (Band) Frequency 

. COMCEN VTF 2 4178 — 1430 — 4283 (CH 5) 4181.6to 4182 

Bombay 4187 0230 (CH 6) 4182 to 4182.4 See Note 
Telex 3797 VIF 3 6267 — 1430 — 6386.5 (CH 5) 6272.4to 6273 
Tel: 250692 6280.5 0230 (CH 6) 6273 to 6273.6 
VIF 4 8356 — Contin- 8566 (CH 5) 8363.2 to 8364 
8374 uous (CH 6) 8364 to 8364.8 
Al VIF 5 12534 — Contin- 12849 (CH 3} 12544.8 to 12546 
12561 uous (CH 6) 12546 to 12547.2 
VIF 6 16712 — 0230 — 17132 (CH 5) 16726.4 to 16728 
j 16748 1430 (CH 6) 16728 to 16729.6 
© COMCEN VTO 2 4178 — 1430 — 4283 (CH 5) 4181.6to 4182 
Vishakhapatnam 4187 0230 (CH 6) 4182 to 4182.4 
Telex 495-240 VTO3 6267 — Contin- 6386.5 (CH 5) 6272.4to 6273 
6280.5 uous (CH 6) 6273 to 6273.6 
VTO4 8356 — Contin- 8566 (CH 5) 8363.2 to 8364 
8374 uous (CH 6) 8364 to 8364.8 
BOMBAY RADIO VWB Contin- 476, 500, 500, 512 
uous 512, 521 
Telex 11- 4316 Ch. 3, 5, 6, 
71135-BRDO 8514 on 4 MHz 
8630 
12966 8 MHz 12 MHz 
0230 — 16935 Ch. 1, 3, 4 16 MHz 
1430 22551 on 22 MHz 
ASA Contin- 2003.5 2182 
uous 
Contin- 2182 C. 813 
uous 
Contin- 8756.1 C. 1210 
uous 
13128.7 
Contin- 156.80 MHz VHF Ch. 16 
n uous 161.90 MHz 26 
MADRAS RADIO VWM Contin- 485, 500 500, 512 
Slex 443 uous 512, 515 
A 4301 Ch. 5, 6, 18 
0200 — 8674.4 On 4 MHz 
1400 12718.5 8 MHz, 12 MHz 
16 MHz 16 MHz 
ABSA 16975 
Contin- 2042.5 2182 
uous 2182 C. 802 
8722 C. 1217 
F3 13150.4 
Contin- 156.80 MHz VHF Ch. 16, 26 
uous 161.90 MHz 


“® Ships are to indicate their working frequency to COMCEN. 


= 
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COURTESY FLAG: Correct flag to be flown by foreign ships visiting 
Indian ports is Indian Merchant Navy Ensign (a red flag with a length of 
one and one half times the width and with National Flag of India 
superimposed in a quarter next to staff) and not Indian National flag. 
SHIP’S OFFICER’S REPORT: Apart from the various forms and Crew 
Lists, etc., the Customs Boarding Officer also requires a List of Private 
Property in possession of the Master, officers and crew on Form No. IV 
in duplicate and the local Agents need 2 more copies of the same for 
clearing the vessel inward. This procedure is followed when a vessel 
arrives from abroad or even when she is arriving from an Indian Port. 
It is common in both the cases. 


ALLEPPEY: 09.29 N. 76.23 E. 


PORT LIMITS: On the North by a line drawn from the North boundary 

pillar (white masonry structure) to 7 fathoms of water. On the South by 

a line drawn from the South boundary pillar, S.W. to 5 fathoms of water 

and thereon West to 7 fathoms of water. On the West by a line running 

North to South joining the Northern and Southern boundary lines. On 

the East by the beach road from the North boundary pillar to a stone 

on the beach road 220 ft. East of South boundary pillar. 

DOCUMENTS: 

(a) For Port Office: 
Last Port Clearance (original for verification and return). Ship's 
Registry (original for verification and return). Load Line Certificate (for 
perusal and return). Safety Radio Telegraphy Certificate (for perusal 
and return). Safety Equipment Certificate (for perusal and return). 
Passenger List (1). Crew List (1). Deck Cargo Certificate (1). 

(b) For Customs: 
Application for Entry Inwards. Last Port Clearance. Port Office Entry 
Certificate. Arrival Report. Particulars required by Customs in 
approved form. Favour Parcel Certificate. Gift Parcel Certificate. 
Health Report. Opium Certificate. Arms and Ammunition Certificate. 
Import Manifest. Passengers List. Stores List, Crew List, and Private 
Property Declaration. Ship’s Currency Declaration. ILH Receipt. 

PILOTAGE: None. Open roadstead port. 

ANCHORAGES: Approach to port free from navigational dangers. The 

anchorage, 3 miles offshore, provides good holding ground. 

MAX. SIZE: Being open roadstead, vessels of any size can anchor 

according to draft. 

HEALTH: Port Health Officer may be contacted by telegram addressed 

“Cyclone Alleppey” for issue of Pratique certificate. Procedure to be 

followed in Indian Port Health Rules. 

RADIO: Morse system of signalling by light and signalling by 

International Code flags alone are available. Vessels code can be used 

as Call sign. 

VHF: Port Office on Channel 16. 

TUGS: 2 tugs owned by Port Department render services per 

SeRtrane from Agents. Tugs usually approach vessels after anchoring. 

BERTHING: No Berths. Electric cranes on the pier. 

MEDICAL: Government hospitals available. 

DENSITY: 1025. 

FRESH WATER: Only available in very small quantities. 

FUEL: Not available. 

CONSULS: Nil. 

REPAIRS/DRY DOCKS: None. 

GANGWAY/DECK WATCHMEN: Available. 

OPENING/CLOSING HATCHES: By stevedores. 

REPATRIATION: Crew changes are effected subject undertaking by 

Owners through Agents. 

AIRPORT: Cochin, 62 km. North of Alleppey. Internal flights only. 

TIME: GMT plus 5.5 hours. 

HOLIDAYS: For work on approved closed port holidays and national 

holidays labourers have to be paid extra in addition to wages. 

POLICE/AMBULANCE/FIRE: Emergency (Fire and Police) 100 


oy Exchange. 

SH LEAVE: Crew allowed to land. Foreigners required obtain prior 
permission of Police authority through Agents. 

IDENTIFICATION CARDS: Necessary only when crew land ashore. 
AUTHORITY: Port Officer. Te/: 2213, home 3594. 


AGENT: See “Cochin”. 


BEDI BUNDER: 22.31 N. 70.02 E. 


DOCUMENTS: 

1 Maritime Declaration of Health. 

1 Last Port Clearance. 

6 Crew Lists. 

6 Passenger Lists. 

4 Stores Lists. 

4 Private Property List of crew and officers. 

4 Certificates of Currency, Arms and Ammunition and Deck Cargo. 

1 Same Bottom cargo list. 

1 Hazardous Cargo List with categories. 
PILOTAGE: Vessels anchor at roads as pilotage not compulsory; 
however, if requested in advance by Master to “Portal Bedi", ship may 
be piloted from Pirotan Lighthouse to Rozi Anchorage about 7 miles 
from port by local Pilot Guide. Pilot boards vessel off Pirotan Island Light 
(Lat. 22° 36’ N., Long. 69° 57’ E.). 
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ANCHORAGE: Lighterage port. Vessels anchor at Rozi 
about 7 miles from port, where anchorage up to 7 fathoms 
HEALTH: Pratique granted on delivering Maritime Declaration o 
to Customs Officer on boarding. Vessels having touched 
area prior to arrival granted Free Pratique by Mosquito Parye 
deputed from Kandla, which can only be arranged by prior notices 
which vessel has to proceed either Kandla or Bombay for Free Prat 
RADIO: Call sign VUK5. Working hours: 
0930 — 1130 hrs. 1730 — 1930 hrs. 
1330 — 1530 hrs. 2130 — 2330 hrs. 

Frequency 600 m. or 500 kHz, working at 429 m. and calling at Sy, 
TUGS: Port tug available for use at anchorage. 
BERTHING: No berths. 
STEVEDORES: Agents and stevedores require advance fh 
24 hours for preparing labour gangs. Daily loading is 400/500 tong) 
bagged cargo. 
MEDICAL: 24 hours notice required for medical service. 
hospital at Jamnagar where vaccination/fever injection Seri 
available. 
DENSITY: 1025. 
FRESH WATER: Supplies by barge capacity 50 tons. Possible 
about 50 tons every alternate tide subject adequate supply of way 
port area. 
FUEL: None. 
CONSULS: None. 
REPAIRS: No facilities for repairs to ships. 
DRY DOCKS: None. 
GANGWAY/DECK WATCHMEN: The services of watchmen, 
recommended. 
OPENING/CLOSING HATCHES: By ship's crew. 
CERTIFICATES: 

Ship's Register. 

Load Line Certificate. 

Safety Radio Certificate. 

Safety Equipment Certificate. 

Derat Exemption Certificate. 

Cargo Gear Certificate. 
AIRPORT: Jamnagar —7 miles from city. Daily flight Jamnagar-Bomy 
TIME: GMT plus 5.5 hours. 
HOLIDAYS: Non-working days and work not permitted even on payne 
of overtime charges: Indian Republic Day; Bakri-Id; Holi; Muhary 
Gokulastami; Dasehra; Diwali; Ramzan-id. 
POLICE/AMBULANCE/FIRE: District Superintendent of Police 1M: 
3795; Ambulance/Casualty Department 4444; Fire 101. 
SHORE LEAVE: Crew members allowed ashore in emergency a! 
medical treatment. Necessary police permits take 48 hours. 
REGULATIONS: No launch services available for crew. Only 5s 
allowed to work at time at anchorage. Further arrivals wait tum. 
DELAYS: Delay expected for loading and discharging in monsooné 
to limited number of barges available. 
GENERAL: Tidal port and barges loaded and sent out to ship de 
tide time only. Loading of barges carried out manually. 
DEVELOPMENTS: The scheme of creating additional facilities, » 
connection, transit godowns, electrification and water supply and cat 
etc. near mouth of creek. This newly developed area is completes 
connected by good all weather road with City of Jamnagar. 


a 


SHIPMASTER’S REPORT: September 1991. 

Pilotage: No pilotage service available. 

Anchorage: Lighterage port. Vessels anchor at Rozi Anchorage’ 
working area is within a circular area with radius 2.0 miles — 2.25m 
centred on Kalvan Lighthouse and the 10.0 m. line. 

Radio: Not confirmed. Okha Radio have no information. 

Tugs: Out of use for anchorage. 

Fresh Water: Supplies by barges of 100 tons capacity. 
Fuel/Luboil: Available. 

Repairs: Small repairs available through local Agent. 

Dry Dock: Available. 

Shore Leave: Crew members allowed ashore. Master must send 1 
to the local Agent 24 hours beforehand, giving name and crew © 
numbers of each person in order to obtain Immigration Officer's p* 
The day after which the Agent sends a motor launch to take ® 
members nominated to the shore. 

Regulations: During ship's stay at anchorage (21 days), 7 ships 0 
and 1 ship discharged at the same time and 3 ships were waiting” 
Authority: |mmigration/Port Officer. 


AUTHORITY: Port Officer. 
AGENT: See “Cochin”. 


BELEKERI: 14.43 N. 74.15 E. (See Pe 


PORT LIMITS: North: A line drawn due West from Kawada Gus! 
into the sea up to 7 fathoms of water starting from a point sf 
above high-water mark of the shore. e 
East: Seashore of Belekeri Bay 50 yards above high-water mé* 
North Boundary Mark to rocky promontory in Lat. 14° 40’ N. ina 
the Belekeri Creek and all branches thereof, as far as navigans 
the shores and banks within 50 yards of high-water mark Spm 
including Islands. All patta lands and other private sites ex! 
South: A line drawn due West from a point 50 yards above 
mark of rocky promontory in Lat. 14° 40’ N. into the sea up to7 

of water. 

West: A line joining the two 7 fathom points in the sea. 


— 


\NCHORAGE: The anchorage for shallow draft vessels in open 
“agdst9ad |S with Kukra Island bearing 080°(T) distance about 1.5 miles 
0 of 27 ft. to 29 ft. Anchorage for deep drafted vessels is with 
we island bearing 080°(T) distance about 2.5 miles in depth 34 ft. to 


gt 
noc JMENTS: 
> anitests of Stores. } 
Private Property Declarations. 
. Lists. 
2 Curtmme Declaration of Health. 
ssenger Lists. 
te Manifests. 
last Port Clearance. 
»LOTAGE: Not necessary. Vessels anchor in stream and in open sea. 
sips can be manoeuvred under guidance of Port Officer. 
LTH: Medical Officer, Ankola acts as Port Health Officer. Free 


sgan ports Pratique not required. Vessels which have taken on board 
sgssengers or crew from yellow fever areas within 30 days of departure 
‘om such ports will be under quarantine. Free Pratique will not be 

nied until Mosquito Search Party, from nearest major port (i.e. 
en, Goa or Bombay) has inspected, disinfected and certified that 
2p fit for granting Pratique. Master to inform Agent well in advance if 
wving from yellow fever area to enable arrange Mosquito Search Party 

uick Pratique. 

2A0)0: Recommended to give ETA or Pratique messages via Goa or 
gombay Radio. 
SERTHING: No berths. 
STEVEDORES: ETA required at least 48 hours prior arrival order Agents 
svise Shippers and stevedores. 
WEDICAL: No hospital but good medical aid given at Karwar, 20 miles 
éstant. In case of inoculations and vaccination at least 2 days advance 
stice to be given for vaccines to be brought from Hubli or Bombay, 
distance 100 and 150 miles respectively. 
DENSITY: 1025. 
FRESH WATER: Can be supplied from Karwar by water barge. 
FUEL: None. 
CONSULS/REPAIRS/DRY DOCKS: None. 
GANGWAY/DECK WATCHMEN: Not required. 
(PENING/CLOSING HATCHES: Generally done by ship's crew. 
CERTIFICATES: 

Ship's Register. 

Load Line Certificate. 

Safety Radio Certificate. 

Safety Equipment Certificate. 

Derat Certificate. 

Vaccination and Inoculation Certificates. 
CUSTOMS ALLOWANCES: 200 cigarettes allowed per crew member. 
Wine and/or Spirit: 1 bottle of light spirit and 1 bottle of hard spirit per 
vew member. 
CARGO GEAR: Valid International Cargo Gear Certificate not more than 
2 months old. Validity shall cover whole period of loading and 


et: 

SEPATRIATION: Arranged from Goa or Bombay. 

ARPORT: Nearest airports Goa or Bombay. 

TWE: GMT plus 5.5 hours. 

“0IDAYS: Observed as declared by Port Authorities. Non-working 
%ys when work not permitted even on payment of overtime: Republic 
4 (26th January) and Gandhi Jayanti (2nd October). 

MUCE: Tel: 49. 

MORE LEAVE: Permission may be obtained (Chinese personnel not 
*oved to land on shore). 

SENTIFICATION CARDS: Not required. 

NTHORITY: Port Conservator, Belekeri, Ankola, Uttar Kannada 
“Set, Karnataka State, India. Tel: Belekeri 22. 


#EYPORE: 11.08 N. 75.52 = 


el LIMIT: The seaward (Westward) limit of the Port is the 9 fathom 


XCUMENTS: 
‘Sat Crew List. 
les Passenger List. 
A&B Certificates 
Sil of Health. 
= = Clearance. 
/. and Light Dues Register. 
ane S Manifest. st 
wey” Lading and other documents which may be necessary (6 copies 


Ship's Cettificat 
Register. ti 


’ Of agreement in the case of foreign going vessels staying in 
mera nere than 48 hours. gai oe 
BN E: Pilotage is compulsory. 48 hours and 24 hours notice of 
Rage tired. 2 hours before arrival, vessel to contact Calicut Signal 
lenght ough VHF Channel 16. Pilot boards at the anchorage. 
Woon A cage. at present. 
‘00m, AGE: Safe anchorage can be obtained in a depth of 7.0 m. — 
between Beypore Lighthouse bearing 090° (T) and 045° (T). 


= 
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RESTRICTIONS: At present, entry only during daytime and during high 
water, permitted draft 4.0 m. 

MAX. SIZE: Maximum permissible length 100 m., beam 12.0 m. and 
draft 4.0 m. 

HEALTH: See “Calicut”. 

RADIO: See “Calicut”. 

Signalling: The signal station is situated on the Northern side of the 
Beypore Port on the inner end of the breakwater. The station is manned 
only while a vessel is waiting, otherwise VHF contact can be made 
through Calicut Signal Station. 

VHF: 24 hours at Calicut Signal Station, when expecting a vessel, or 
when there is a vessel at anchorage, calling Channel 16, working 
Channel 12. 

RADAR: No radar station. 

TUGS: Two motor oe of 191 h.p. and 132h.p. (twin screw) are 
available for assisting berthing and towing cargo lighters. Number of 
a used for berthing depends on time and weather conditions. 
BERTHING: There is a wharf 152 m. in length with closed and open 
go-down facilities. Draft alongside 4.0 m. at low water. Load/discharge 
by shore cranes or by ship’s gear for handling general and bulk cargoes. 
CRANES: There are 4x3 ton shore cranes and 1x5 ton shore crane. 
No heavy lift cranes available. 

BULK CARGO FACILITIES: See “Berthing”. 

SPECIALISED CARGO HANDLING FACILITIES: None. 

BRIDGE: None. 

STEVEDORES: See “Calicut”. 

MEDICAL: General hospital and medical college hospital situated about 
12 km. and 18 km. respectively. 

TANKERS: No facilities. 

DENSITY: 1022 (varies). 

FRESH WATER: About 25 tons a day available at cost of Rs.50/ton. 
FUEL: Only HSD oil available by trucks with ample notice. 

FIRE PRECAUTIONS: Usual precautions. 

CONSULS: None. 

REPAIRS: Minor deck and engine repairs are possible. 

DRY DOCKS: None. 

SURVEYORS: The Port Officer, Calicut, undertakes private surveys. 
GANGWAY/DECK WATCHMAN: Recommended. 
OPENING/CLOSING HATCHES: Normally by stevedores. 

CUSTOMS ALLOWANCES: One bottle of spirit and 200 cigarettes for 
each crew member. 

CARGO GEAR: Loading/discharging effected by shore gear and ship's 


ear. 
REPATRIATION: Possible. 
AIRPORT: See “Calicut”. 
TIME: See “Calicut”. 
HOLIDAYS: See “Calicut”. 
POLICE/AMBULANCE/FIRE: See “Calicut”. 
TELEPHONES: No facilities. 
SERVICES: Available from Cochin. 
BANKS: Many at Calicut. 
SHORE LEAVE: Permitted. 
IDENTIFICATION CARDS: Required. Shore passes are issued. 
GARBAGE DISPOSAL: Can be arranged through Agent. 
SEAMAN’S CLUB: None. 
CURRENCY: Rupees. U.S.$ 1.00 = Rs. 31.0 (January 1994). 
GENERAL: Charts: Indian Charts No. 22, 259, 2053 and 2003. 
DEVELOPMENTS: Extension of present wharf underway, and 2 go- 
downs are under construction. 

It is also proposed to construct an LPG plant on the Southern bank 

of the river at Chaliyam, and a suitable wharf with a depth alongside of 


9.0 m. 
AUTHORITY: Port Officer, Port Office, Kozhikode. Contact: Captain 
C. Ramachandran, Port Officer. 

Also see “Calicut”. 


BHAVNAGAR: 21.47 N. 72.08 E. 


DOCUMENTS: 

Ship's Register. 

Load Line Certificate. 

Safety Equipment Certificate. 

Safety Radio Certificate. 

Last Port Certificate. 

Manifest on prescribed form (3 copies). 

Declaration of private and personal property. 

2 Copies of Crew List. 

Customs circulation copy issued by Boarding Officer of last Indian 

Port of call. 

Place and date of Derat Certificate. 
PILOTAGE: Pilotage should be arranged in advance through ship's local 
Agent who may be contacted via the port radio, call-sign VUJ-9. An ETA 
should be sent at least 48 hours in advance in order to arrange Pilot. 
Pilotage is compulsory. Pilot boat is normally a tug boat which can be 
contacted by VHF. Pilot station is 4.5 miles N.N.E. of Piram Island 
Lighthouse and pilot boat will only be on station when the vessel is 
scheduled to arrive. Vessels should arrive at pilot station about 2 hours 
prior to time of HW and are advised not to anchor awaiting a Pilot but 
to make a reciprocal course until arrival of the pilot boat. 
ANCHORAGE: Vessels up to 35 ft. draft are anchored about 3 miles 
Eastward of Perigee Light Vessel (increased from 31 ft. on a trial basis). 
All vessels at anchorage are loaded and discharged by means of 
lighters. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng 


Precautionary guidance to the Master of the Ship arriving at Bhavnagar 
Anchorage: 

1. Proper anchorage watch to be kept throughout the period at the 
anchorage. 

2. Engine should be kept on stand-by so as to be made available 
within 20 minutes in case of an emergency when Spring tides are 
running. 

3. To prevent yawing during Spring tides a second anchor is to be 
used with about 2 shackles and must be heaved up and dropped well 
in advance of every turn of the tide, (about 1.5 hours before and after 
tide change) so as not to foul the anchor. 

Suggested routine is as follows: 

(a) Heave up the riding anchor to one shackle. 

(b) Steer well clear, about 35° to 40° from the leading anchor. 

(c) Let go second anchor. 

(d) Walk back to get good lead on second anchor. 

(e) Let go second anchor 1.5 hours after HW. 

(f) Heave up second anchor 1.5 hours before LW. 

(g) Let go second anchor 1.5 hours after LW. 

(h) Heave up second anchor 1.5 hours before HW. 

(i) Never clear the fouled anchors during the middle of the tide, it 
should be done at slack water, i.e. about 1.5 hours before relevant 
end of the tide. 

(j) In case of violent shearing the steering may be used. Auto-pilot 
can be made use of to steer a course in between yaw. 

MAX. SIZE: Up to 500 ft. length, and up to 65 ft. breadth may berth 
alongside. 

Permissible draft for a particular tide is arrived at by subtracting 17 ft. 
from predicted height of HW for that particular tide. 

HEALTH: Healthy ships are granted Pratique by the Pilot. If the Vessel 
is coming from a Yellow Fever area or a jigger infected port within the 
last 30 days then Pratique is granted by the Port Health Officer at Kandla. 
RADIO: Bhavnagar Port Radio, call sign VUJ-9 should be used for 
routing ETA messages, and is also used by Agents in cables to shipping. 
Time of operation: 0200 — 0700 hrs. 
0800 — 1300 hrs. 
1400 — 1800 hrs. 
Range: 250 miles. 
Calling Frequency: 500 kHz and VHF Channel 16. 
Working Frequency: 418 kHz and VHF. 

VHF: Port Control available 1100 hrs. to 1800 hrs. on Monday to Friday 
and 1st and 3rd Saturday of each month. 
TUGS: Tug assistance is available for berthing and unberthing vessels 
in inner harbour. Position where tugs join the vessel is dependent upon 
prevailing weather conditions. Usually ship’s lines are used in 
connections to ue, 
BERTHING: Berthings are as per tides and according to permissible 
drafts. Port equipped with 3 berths having 6 cranes with 3 tonnes 
capacity. Cranes available for loading or discharging ship cargo. 


3 mobile cranes with capacity up to 18 tons and 1 fork lift also available. 
Storage: Concrete Jetty: 16 transit sheds with floor area of 21,205 sq.m. 


Steel Jetty: 3 transit sheds with floor area of 4,753 sq.m. 

Godowns: Steel Jetty: 51 godowns with 50 partitions. Total floor area 
of 59,710 sq.m. 

In City: 3 godowns with floor area of 2,230 sq.m. 

Ampie open storage space is available. 

Notice for the attention of all Masters and Officers: 

A lock gate has been installed at the port. You are perhaps, not aware 
that, this is not the conventional type of lock gate provided in the vicinity 
of artificial dock basins. 

The Bhavnagar lock gate is a single tension gate, which is lifted 
vertically above the dock platforms and then slewed to 90° on the dock 
platforms. In this way the dock entrance is cleared for ship movements. 
With this arrangement the function of the gate is limited to water 
impounding and to an extent silt reducing. 

The tidal conditions at the port are such that HW heights on successive 
flood tides vary by as much as 6 ft. 6 in. during Springs. Therefore, at 
the time of opening the gate water, level on both sides will not be equal. 
Due to this there is a necessity to slightly lift the gate and flush the 
channel to equalise the water levels before the gate is finally lifted up. 
During this period, vessels lying alongside the jetty will have a tendency 
to surge. Instances have come to the notice of this office where vessels 
have broken their moorings. Such surgings are by no means violent and 
with a little care breaking of moorings can be avoided. 

All Shipmasters are, therefore, requested to bring this to the notice of 
their duty Officers. As the flushing may take place any time between 
2.5 hours to half an hour before HW. Care should be taken within this 
period to tend the moorings and to maintain a gangway watch. There 
is, however, no necessity to remove the gangway. Permissible draft may 
vary due to siltation. 

STEVEDORES: The stevedoring gangs are arranged directly by Agents 

through approved stevedores. 

Working Hours: Day: 0800 hrs. to 1200 hrs. and 1300 hrs. to 1700 hrs. 
Overtime: 1800 hrs. to 2200 hrs. and 2300 hrs. to 0300 hrs. 
Recess: 0300 hrs. to 0800 hrs. and 1200 hrs. to 1300 hrs. 1700 hrs. 

to 1800 hrs. and 2200 hrs. to 2300 hrs. 

MEDICAL: Medical facilities can be arranged by Master through Agent. 

Hospital facilities available in city of Bhavnagar which is 13 km. from 


port. 
FRESH WATER: Fresh water supplied alongside jetty as well as at 
anchorage. 
Shipmaster’s Report: Water is often in short supply, and ships may be 
unable to obtain any at all at the anchorage. Ships should not rely upon 
an evaporator to make water at the anchorage, due to the high mud 
content of the sea water. 
FUEL: Oil bunkering available in limited quantity. 
FIRE PRECAUTIONS: Alongside jetty fire-fighting facilities available. 
At anchorage fire-fighting facility is provided by the tug. 

Usual fire precautions applicable. 
CONSULS: No consulates at port. Nearest consulates are at Bombay. 
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REPAIRS: No repair facilities exist for the ship except repairs y 
nature which could be undertaken by private repair firms. | 
DRY DOCKS: Small dry dock available for repairs of vessel PT 
200 ft. length. 5 
SURVEYORS: Surveyors should be arranged in advance with 
Surveyors come from ates 7 % 
GANGWAY/DECK WATCHMAN: Gangway and deck watchm. 
recommended. ' 
OPENING/CLOSING HATCHES: As arranged between the Mas. 
stevedores. ’ 
CERTIFICATES: Registration; Safety Equipment; Safety Rady 
Telegraphy; International Load Line. , 
CUSTOMS ALLOWANCES: As per Customs regulations in force 
time to time at Indian ports. 

CARGO GEAR: Ships should possess valid Cargo Gear Certifcas 
REPATRIATION: Possible. 

AIRPORT: Bhavnagar City is served by an airport situated about}; 
from the Port. Regular flights to Bombay are available daily and tos 
on Monday, Wednesday and Friday. 

TIME: GMT plus 5.5 hours. 

HOLIDAYS: 8 holidays a year declared by Port Authorities on» 
Fsiyahs Be the ship can be attended at the option of the port. 
POLICE/AMBULANCE/JFIRE: Police force and ambulance ay, 
facility available from Bhavnagar City. Limited fire-fighting 
available at port. 

| sos haba No facility is available for providing telephones ont 
the ships. 

SHORE LEAVE: Citizens of The People's Republic of Ching, 
Pakistan not allowed ashore. All other nationals are allowed og 
Bhavnagar City which is 13 km. from port for which shore passe, 
issued by Customs Dept. 

CREW IDENTIFICATION CARD: Valid intemational passpw 
identification card necessary. 

REGULATIONS: Photography in port prohibited. No crew men 
allowed to take liquor ashore. 

DELAYS: Delays in berthing depend upon number of ships , 
berth and awaiting if any. At anchorage generally not more than 2s 
are worked at a time. 

DEVELOPMENTS: Intensified dredging operations are proposed’, 
undertaken for increase in drafts of the vessels berthing. 


SHIPMASTER'’S REPORT: April 1981. 

Bhavnagar discharging anchorage is a dangerous anchorage dy 
strong currents and an abnormal bottom. 

All Shipmasters must make contact by cable 24 hours before » 
and await appointment from Port Authorities and pilot station. VHF) 
available and radio station working only during daytime. 

All ships must arrive at pilot station, maximum 2 hours below! 
= only during daytime and in good visibility, otherwise Pilot ca 

ard. 

For many years anchorage was used for discharging, but now ds 
as about 300 anchor-chains remaining on bottom. In 1981, aw 
anchorage opened, near to the port, and up till April, 4 ships lost an 
due to strong currents and irregular bottom. Contact with shore s+ 
difficult and at night time impossible. 

Our vessel was there for discharging and from 0300 hrs. when 
anchor broke with 7 shackles of chain, up till 0700 hrs. we were Ww 
for tugboat from shore to pick up 100 stevedores, but was impos 
At 0700 hrs. we took ship out of dangerous area without Pilot and wt 
any assistance, with 100 stevedores onboard. 

To enter Bhavnagar Port, draft no more than 17 ft. and bread? 
more than 65 ft., to pass the locks. 


SHIPMASTER’S REPORT: July 1992. 
Pilotage: Pilot will board 4.5 miles N.N.E. of Piram Island, # 
1.5 hours before high water, day or night. However, vessel mus 
prior confirmation of pilot before arriving at the Pilot Station. 
Waiting Area: There is no anchorage area for awaiting pilot close®’ 
port. Lighter vessels may anchor South of Piram Island, whee® 
awaiting beaching for breaking are generally anchored. Heavily ® 
vessels are advised to anchor about 5 miles South of Jafarabai’ 
(20° 51.5’ N., 71° 23’ E.), about 80 miles S.W. of Bhavnagar, av 
Gulf of Cambay at an appropriate time when called for pilot. 
Anchorage: When anchored in the port to work cargo, following ® 
is suggested during Spring tides: 

1. About 1.5 hours after the L.W., use helm to steer clear of e® 

anchor and let-go second anchor, 2 shackles in water. 
2. About 1.5 hours before the next H.W., heave-up second a 
3. About 1.5 hours after the H.W., use helm to steer clear o® 
anchor and let-go second anchor, 2 shackles in water. 

4. About 1.5 hours before L.W., heave-up second anchor. 

During the Spring tides of June 1992, this vessel lost starboard 
with 7 shackles of cable. Two other ships also lost their anchos® 
same period. ' 

It is true that no assistance from the port can be expected at #7 
of emergencies. The port anchorage area is now congested win® 
ships than it can take, which can be hazardous during the 


AUTHORITY: Port Officer, Gujarat Maritime Board, Nes 
Bhavnagar, Bhavnagar (Gujarat), India. Pin Code No. * 
Tel: 24302 (office), 26985 (residence). Telex: 0162-224 oF 
Cables: Portal Bhavnagar. Contact: Captain S.K. Singh. 


AGENT: See “Cochin”. 
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g0MBAY: 18.56 N. 72.49 E. (See Plan) 

: Vessel is considered to have “arrived” when Pilot is 

poh and/or when vessel is required to anchor outside pilotage 
awaiting suitable tide, as in the case of large tankers. 

ww TAGE: Pilots will board in approximate position Lat. 18°51'N., 

= 77 49.5’ E., from a white pilot launch with the legend ‘Pilot’ on 


a” equipped Vessel Traffic Management System is likely to be 
« operation in the near future. 
24 hours advance notice to Agents and Harbour Master, 
E through Bombay Radio (VWB). 
aombay Port Trust operates a VHF service with the following call: 
“on Channels 16 or 12, Port Signal Station on 12. VHF 
sgnnel 14 used as a change over channel. 
(1) “Bombay Port Signals” for Harbour Control, Port Signal Station 
and Prongs Lighthouse. 
(2) “Jawahar Dweep Island” for Marine Oil Terminal. 
pound vessels are required to contact Harbour Control/Prongs 
Channel 16 to report ETA and receive instructions. 


‘pout a Pilot or Harbour Official on board. 

Diigts now embark/disembark inbound/outbound vessels only from/in 
splot launch usually painted white with the legend ‘Pilot’ on the side. 
guing the S.W. monsoon season a long swell prevails at the port 
wirance and it is imperative that vessels should give a proper lee, as 
ne pilot launch may experience difficulties in coming alongside. During 
wen times, Masters will be advised which side to make a lee by the 
eit vessel. During the early part of the S.W. monsoon, when the wind 
South of S.W., the sea runs from the South and Masters are advised 
keep their ships heading East when making a lee for the Pilot. 
DOCUMENTS: 

Ship's Register. 

international Load Line Certificate. 

international Safety Radio Certificate (Telegraphy). 

international Safety Radio Telephony Certificate. 

Derat Certificate. 

international Safety Equipment Certificate. 

Port Clearance from last Port. 

indian Coast Light Dues Receipt (if any). 

4 copies of Crew List. 

4 copies of Passenger List. 

{copy of Through Cargo Manifest. 

4 copies of Stores List. 

\ copy of Cargo Manifest with Bill of Lading for the same. 

4copies of Opium and Dangerous Drugs Certificate. 

Cargo Plan. 

on Deck Declaration. 

4 copies of Certificate of Foreign Currency. 

4 copies of Certificate of Arms and Ammunition. 

letter to Assistant Collector of Customs regarding Local Agency. 

id to Assistant Collector of Customs regarding Duty on Ship 

res. 

Application to Inspector of Police for Shore Passes. 

Scopies of Arrival Report. 

‘copies of Personal Property Declaration. 

‘ole: The above list of documents is likely to undergo a change in order 
®bring the documentation and procedures in line with IMO convention 
Facilitation (subject to special needs of Public Authorities in India). 
INCHORAGES: The designated anchorages ‘A’ and ‘B’ are located 
lest of the West Port Limit, which is a line drawn from Malabar Point 
‘ough Bombay Floating Light to Khanderi Island. Vessels required to 
aa the pilotage area must anchor in either of these two 

nly. 

‘ehorage Area ‘A’: 

{) 19° 08.0’ N. 7 

2) 19° 08.0’ N. 7 

3) 19° 02.0’ N. 7. 

§) 19°02.0'N. 7 

7 
7 


tow Anchorage: When not berthing on arrival, deep-drafted vessels 
id anchor in Area ‘A’ or Area ‘B’, which are clear of submarine gas 


ing ground. Pilots do not assist in outer anchorage. It is 


7 up to the Master to find a suitable anchorage in areas indicated. 


long swell is present during the S.W. monsoon in the Outer 
‘"rorage and at the entrance to the harbour. 
y ‘Sbility is often reduced by heavy rains during S.W. monsoons and 
— haze which frequently prevails in the area from November to 


Pi for any reason such as adverse weather, a vessel does not 
Paty on arrival the Master should ensure that the Port Signal Station/ 
\ led ne arbour Master are advised of his arrival as vessels are 
he on a first come first served basis. 
; Cases, vessels anchoring at Outer Roads are to report their 
hit Sora regen all particulars requested by Prongs Lighthouse or 
ion. 

sera chorages: Inner anchorages are allotted to vessels by the 
Ye at er upon application by the Agents and taking into account 
‘ant There are more than 60 anchorage berths with radius 1,000 ft. 

S from 38 ft. to 14 ft., of these, 2 x 38 ft., 30 x 30 ft. — 35 ft., 
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22 x 20 ft. — 30 ft. and the remainder below 20 ft. All anchorages are 
safe. The permissible draft at the anchorages varies from 15 ft. to 32 ft. 
Depending upon the room available, vessels may be provided with a 
Pilot to take an bed vessel directly to the assigned anchorage. The 
usual inner anchorage for merchant vessels is on the West Side of the 
harbour, abreast of the City of Bombay. An area North of Sunk Rock is 
reserved for naval vessels. 

A vessel subject to quarantine will be instructed to anchor as 
convenient for boarding by the Port Health Officer. 
RESTRICTIONS: According to state of tide and draft. 
PRATIQUE: The Master of every vessel calling Bombay from a foreign 
port must send the following particulars by cable to “Quarantine 
Bombay” 12 hours to 24 hours prior to arrival at Bombay. 


1. Name of vessel and Call Sign. 

2. ETA (Local Time). 

3. Ports called and date of departure within last 30 days. 

4. Maritime Declaration of Health has Negative Answers to the 6 
Health Questions (Note: Code Signal “ZT” should be used). 

5. No monkeys on board. 

6. No person embarked aboard from any Yellow Fever Endemic 
ports. 

7. Date and Port of Issue of International Derat Exemption 
Certificate. 

8. 

9. 


Name of Local Shipping Agent. 
Code Signal “ZU” should be used if Maritime Declaration of Health 
has positive answers to any of the 6 Health Questions. 

Radio “Quarantine Bombay” 24 hours before arrival using standard 
Quarantine Messages from International Code of Signals, if vessel has 
called at a Yellow Fever area port within the last 30 days, whether all 
on board have valid Yellow Fever Vaccinational Certificates or if any 
contagious disease is suspected. 

Radio Pratique is permitted and the information required under 
“Pratique” should be cabled to “Quarantine Bombay” maximum 24 
hours and minimum 12 hours, prior to arrival. 

The boarding Pilot also hands over a form for the Master to complete 
and a is forwarded by the Pilot to the Port Health Officer for their 
records. 


MAX. SIZE: Drafts at Indira Dock, Prince's and Victoria Docks and 
Jawahar Island and Pir Pau are subject to dredging, soundings and rise 
of the tide. These drafts are declared by the Deputy Conservator of the 
Bombay Port every month in the Daily Shipping List. 
Commercial Docks: 
(1) Indira Docks, including Ballard Pier and Ballard Pier Extension. 
(2) Prince's Dock and Victoria Docks. 


Max. Normal Max. Oversize 
Name of Dock Dimensions Snes Remarks 
(ft.) (ft. 
; ; LOA 625 
oes Dock Basin Beam 85 
Draft 29 to 30 
Ballard Pier 
Extension «(GOA 750 Sr ga 
Passenger Draft 30 ‘Queen Elizabeth II’ 
Terminal 
. LOA 600 650 
Ballard Pier Guam 25 90 
Mole Station Draft 29 
LOA 550 
Harbour Wall | Beam 70 
Berthe Draft 19/20 
LOA 
By Day 460 460 
Victoria Dock By Night 400 400 
Beam 62 65 Day only 
Draft 19 19 
LOA 
By Day 500 
Prince's Dock By Night 460 
Beam 61.03 
Draft 17 
Prince's Dock 
Harbour Wall LOA 250 
New Ferry { Beam 45 
Wharf Draft 15 
Berths 


Also see “Tankers”. 


RADIO: Bombay Coastal Station, call sign VWB. 

Information regarding weather will be broadcast at 0630 hrs. and 

1030 hrs. local time on 2,000 metres. 
Special Information required from Tankers: Radio Agents 96 hours 
before arrival giving Master’s name, ETA, draft, ports visited last 30 
days, vessel's gross and net tonnage, present loaded displacement, 
distance manifold from amidships, cargo quantities on board gradewise, 
and, if Bombay last discharge port, “Load-on-top” data, vaccinations 
required, men for doctor and dentist, supplies and cash requirements. 
Failure to comply with foregoing could incur berthing delays. Confirm 
ie 48 hours before arrival. Any subsequent changes to be notified to 
gents. 

Note: Agents Offices are closed from Friday 1730 hrs. IST to Monday 
0930 hrs. IST. Week-end messages to be in by Friday afternoon. 

Agents can be contacted by Bombay Radio VHF Channel 26, and 
thence public telephone system. 

A Naval Signal Station is situated on the extreme South end of 
Bombay Island at Colaba Pt. and ships entering or leaving port are liable 
to be called up by signal lamp. Masters are required to answer such 
signals by lamp should their ship be called up. 

RADAR: The Port has no Radar/VTMS service. 

VHF: See “Pilotage”. 

TUGS: 9 tugs, 900 h.p. — 3,000 h.p. Tugs join vessel when close dock 
entrance and assist undocking. Ship's lines are used. 
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BERTHING: /ndira Dock: 21 berths, able to handle cargo vessels up to 
20,000 d.w.t. Average length of berth 150 m. Most berths are equipped 
with 16 ton crane and 4x3 ton cranes. 

Victoria Dock: 15 berths, able to handle vessels up to 5,000 d.w.t. 
Average length of berth 110 m. Most berths are equipped with 1.75 ton 
and 1.5 ton cranes. Vessels dock and undock from about 3 hours before 
high water to half an hour before high water. 

Prince's Dock: Length 1,560 m. of which 1,200 m. is available for 
handling cargo. There are 8 berths able to handle vessels up to 
5,000 d.w.t. Vessels dock and undock from about 3 hours before high 
water to half an hour before high water. 

Ballard Pier: Container berth: Length 244 m., width 110 m., has a large 
back-up area for stacking containers. 2 gantry cranes and 2 transtainers 
on rubber tyres have been provided. 

The extension at Ballard Pier is the passenger terminal and receives 
passenger vessels up to 30,000 g.r.t. at any stage of the tide, 
commensurate with draft. The berth is a continuous solid concrete pier 
fitted with rubber fenders. 

pipet f rheggl na is allowed during day and night, depending on 
the draft for the safe transit of the access channel. When entering the 
dock basin, the Harbour Pilot brings the vessel in to the locks of Indira 
Dock. Berthing Master takes the vessel to the berth in the dock. The 
entire docking/undocking operation is carried out under the overall 
charge of the Dock Master. 

Allotment of Berths: Type of cargo carried is divided into 6 groups for 
allotment of berths to vessels: 


Group! __‘ Finished Fertiliser and Food grains. 

Group II ‘Fertiliser raw materials. 

Group II|_ Edible Oil in bulk. 

Group |V One commodity comprising more than 80% of the cargo, 
e.g. Scrap Metal, Iron and Steel cargo. 

Group V_ Containers. 

Group VI Break Bulk and General Cargo. 


Under the pre-booking of berth facilities introduced from 1st February 
1990, one berth for each of the above groups will be set aside for the 
owner/agent of a vessel who would like to occupy the berth on a priority 
basis, instead of eget LY the general queue. For this the owner/agent 
has to apply latest 72 hours before the arrival of the vessel and only 
4 hours grace period will be allowed for any delay in arrival of the vessel. 
To avail of this facility the owner/agent has to pay a specified sum as 
a service charge. If however the vessel fails to arrive by declared time 
plus 4 hours grace period, with the allotment will stand cancelled, the 
booking fee will be forfeited and the vessel will have to join the general 
queue. 


CARGO HANDLING EQUIPMENT: Compliance with B.P.T. Port Rules 
and Dock Bye Laws is essential. 
corny and Heavy Lift Cranes, Floating Mobile and Crawler Cranes 
available. 
: 2 sige cranes (35 tonnes each) are fitted at Ballard Pier (Mole 
tation). 
2 Transtrainers on rubber tyres (35 tonnes) are provided in the Ballard 
Pier back-up yard for stacking containers. 
1 Transtrainer on rubber tyres (35 tonnes) is provided at the Stacking 
Yard at No. 1, Indira Docks. 
32 Mobile Cranes with capacity up to 30 tonnes available. 
Heavy Lift Electric Crane of 60 tonnes at Jetty End Indira Docks. 
2 Floating Cranes available of 60 tonnes and 125 tonnes capacity. 
Fork Lifts — 323 tons. 


STEVEDORES: Supplied by Dock Labour Board. Bombay Port Trust 
supplies shore labour for handling cargo, including stacking in sheds. 
Working hours: 
1st Shift (0800 hrs. — 1700 hrs.) 
2nd Shift (1700 hrs. — 2300 hrs.) 
3rd Shift (2300 hrs. — 0500 hrs.) - restricted. 
Advance information and notice will aid agents in arranging for any 
specialised services that may be required. 
Good facilities for LASH System of cargo. 


MEDICAL: Excellent medical facilities and hospitals in the city. Notice 
in sufficient time, depending on seriousness of case, to arrange for 
transport, hospitalisation, etc. 


TANKERS: The oil terminal facilities are located on the Eastern side of 
Jawahar Island (Butcher Island) and consist of a concrete jetty about 
1,700 ft. long, having 3 pier heads, with dolphins at either end of the 
pier head. The jetty carries a roadway and pipelines and has berths for 
3 vessels of various sizes. The berths are numbered from North to South 
as No. 1, 2 and 3 respectively. Each berth is provided with breasting 
dolphins and mooring dolphins. A fourth oil berth South of Jawahar 
Island has been added for loading/discharging of crude oil. 

The oil terminal is administered by a Senior Dock Master, who works 

24 hours on — 24 hours off. 
Approach to the Berth: From the Pilot Cruising Ground the vessel 
proceeds towards Jawahar Island at slow speed, under the direction of 
the Port Pilot, to avoid squat and so as to arrive off the berth on top of 
high water, in the case of loaded tankers. During the approach to the 
oil terminal, the vessel has to pass through the inner harbour, where 
other vessels are anchored. Before arrival at the berth, engines should 
be stopped and tested astern. This trial is compulsory before berthing 
at the oil jetty. 

The tanker anchorages, 9 cables and 13 cables S.W. of Butcher 
Beacon, are available for light tankers awaiting berth or suitable tide. 
An emergency anchorage exists 4.5 cables N.E. of Butcher Beacon. 

The tidal stream directions are not in line with the jetty. The ebb stream 
runs at an angle of 15° onto Berths No. 2 and No. 3 and 20° to Berth 
No. 1. Berth No. 1 and No. 2 are partially protected from the flood stream 
effects by the surrounding shore. Berth No. 3 is protected by an artificial 
reef from the shore towards Butcher Beacon. But there are reports that 
the flood stream tends to push the vessel off the berth. Although Berth 
No. 4 lies in the direction of tidal stream, which runs about N.E. — S.W. 
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it does experience some strong tidal stream, pushing the 

from the berth and has resulted in moorings breaking if not ». 

tended. Pm 
Deep draft laden tankers dock on top of high water/beginning th 

ebb, always port side alongside. ' 

Berth Limitations and Facilities at Jawahar Dweep Marine Oj Tom 

and Pir Pau: 


Jawahar Dweep: 
Max. 
Max. Oversize Bay 
Berth Displacement LOA LOA Beam One 
(tons) (ft.) (ft) (ft.) & 
No.1 70,000 740 780 (Daytime only) 95 i 
No.2 48,000 600 - 95 Nu 
No.3 70,000 740 780 pects trey only) 95 1% 
No.4 125,000 984 A 130 Ni 
Pir Pau Berth: 


LOA: 560 ft. (day light), Beam: 85 ft. Maximum Oversize: Length se 
and Beam 95 ft. 

Vessel to be equipped with a functioning bow thruster and de ate 
pump over tide. 


Dratt: 
LOA up to 600 ft. LOA over 600 ft. 
No.1 33 ft. 09 in. 29 ft. 06 in. 
No.2 30 ft. 06 in 30 ft. 06 in. 
No.3 33 ft. 06 in. 31 ft. 10 in. 
No.4 42 ft. 00 in 42 ft. 00 in. 
Pir Pau: 


LOA up to 525 ft. — 19 ft. 00 in. 

LOA up to 560 ft. — 18 ft. 04 in. 
Note: Drafts indicated above are at chart datum and correct at tin 
going to print. These are subject to change due to dredging/sits: 
Drafts for these berths are declared by the Deputy Conservator q: 
Bombay Port Trust every month. 
Mooring and Unmooring Operations: At Berths No. 1, 2 and 3 thee 
mooring arrangement consists of 3 head, 3 stern, 2 breast and dy 
back springs fore and aft. An offshore anchor is sometimes » 
underfoot. 2 mooring launches assist in running the lines ashore} 
recommended, to facilitate in quick positioning of the vessels, the: 
back springs fore and aft are paid out and stored along the ves 
sheer strake so that they can be quickly hove in and made fast» 
placed ashore. Mooring and unmooring times and condition; 
decided by the Jawahar Island Dock Master. No long delays; 
experienced. Usually 2 tugs of sufficient power assist with mooring: 
unmooring. When berthing, tugs come alongside abeam of Bie 
Beacon. 

When berthing at Berth No. 4 the mooring arrangements are 3te 
ster, 3 breast lines fore and aft and 2 springs fore and aft arew 
When berthing, the tugs come alongside between North Karanj: 
West Uran Buoys. During monsoons additional lines may be req 
and will be indicated by the Dock Master. Strong ebb stree 
experienced at Jawahar Island. Prior to start of the ebb it mur 
ensured that both back springs and breast lines are taut. Moorings= 
be tended regularly in view of strong currents and unsettled wee 
and fairly large range during Spring tides. 

Gangway: No shore gangways are provided so vessel's gangway st 
be used. Pilot will indicate which side the vessel will berth av’ 
gangway should be ready on deck about 20 ft. forward or afta’ 
manifold, ready to be put ashore as soon as the vessel has made! 
Hose gangs come aboard via the gangway, therefore, it is impor 
have the gangway placed promptly. 

Pumping Over the Tide: Berth siltation takes place rapidly, and thee 
depths at the berths vary from time to time. These should be che? 
from the monthly bulletins issued by the Deputy Conservator of the? 
The tidal ranges above the chart datum are from zero to 161. # 
Spring tides and from 6 ft. to 10 ft. during Neap tides. 

Pumping over the tide is a routine practice by the local oil indus 
Vessels are required to reduce their draft before the first low wale? 
berthing, hence vessel should be in all respects ready to com 
discharge once mooring and connecting up are completed. Dist# 
over the first four hours should be planned to reduce the vessels? 
to the draft which will be indicated by the Dock Master. At leas 
under keel clearance should be kept at all times. 

Cargo Operations: Crude Oil Vessels: Vessels of 740 ft. LOM! 
routinely accepted. Spot approvals for vessels up to 780 ft. LOAG® 
at Berths No. 1 and 3 may be granted provided that Berth No. 2's” 
or the vessel there is small enough to accommodate the extra ef 

3x10 in. ASA hoses are used on crude vessels. Vessels are a 
to arrive with the blanks off and reducers in place, on the m* 
A shore crane is available, but it is also advisable to have the v 
derrick ready. Connecting of hoses is carried out by an exper 
gang. At Berth No. 4, 5 Ckicksan type loading arms are fitted ¥*! 
flange size 12 in. 150 Ib. class. The shore will accept ship's ullage 
(arrival) taken without their representative present if this is necesss 
order to avoid delay in commencing discharge. ; 

Product Vessels: Products are loaded and discharged throu 
diameter hoses with ASA flanges. These vessels dock at Berths 
2 and 3 only. Loading of product tankers involves co 
clearing. Usually, 2 hoses are connected, although 3 lines are avi 
Vessels arriving alongside for loading, should have clean 
with all tanks washed and ready to load any product. Since 
the cargo pattern occur very frequently, it is essential that 
observe this requirement. Tank cleaning including Crude Oil 
carried out only with the specific permission of the Dock 
Officer. 

For clean products, 3 lines are available at Berths No. 1,28 
116 in. for HSD, 1x16 in. for Kerosene and 1x12 in. for o@® 
products such as M.S., ATF, JP 1, etc. This line is always De 
full of water. Products are separated in this line by interface, ’ 
SO permits, or by water plugs. 


: he process of flushing, a small amount of water may be loaded on 
; Nine vessel. This amount of water has to be checked, calculated 
read ded in deadfreight calculations. 
: ‘ shore representatives inspect the tanks, prior to loading, and seal 
. He remains on board throughout the stay of the vessel, 
' phen communication and co-ordinates the activities with the shore. 
snould be provided with a cabin. 
be Departure Procedure is practised and Bill of Lading quantities 
unicated to the vessel after sailing. Discrepancies, if any, 
n ship and shore figures are to be protested by cable. 
rae of Dirty Ballast and Slops: There is a slop tank available. 
“gan ballast may be discharged over board. Slops and dirty ballast may 
- ashore via a 12 in. line to a Slop Tank. Sufficient notice and 
* mation of quantities of slops/washings should be given. Maximum 
es acceptable 4,500 tonnes, rate 1,000 t.p.h. 
Solution and Safety: No facilities or equipment are available within the 
1} port for combating an oil spill. : 
. The Port has a fire station at the Marine Oil Terminal. Several firemen 
| yin attendance at the berth at all times. Each jetty has 2 towers fitted 
wh fire monitors. There are also trailer pump generators at each jetty 
with foam compound. 

fire wires must be hanging over the side on the outboard side, bow 
wd quarter, while alongside to enable tugs to connect readily in an 
emergency situation. The towing eyes should be maintained at water 
evel and sufficient slack should be flaked out on deck. 

Strict security is maintained at Jawahar Island. Access to the oil jetty 
s {om a small pier close Northward of the Island. No boats are allowed 
songside. All crew members are provided with a pass and these are to 
oe returned before sailing. 
fyel and Bunker Facilities: Fuel oil and light diesel oil are available ex- 
wharf. Lubricants also available in drums. The loading rate of fuel oil is 
| about 500 t.p.h. 
fresh Water: Drinking and boiler water available ex-wharf (30 t.p.h. — 
| %tp.h.), from the Port Trust water boat (250 tons) at 25t.p.h. and 
| pfvate water boats (about 150 tons each) at 25 t.p.h. 
| i Pau: Pir Pau Pier is situated at the Northern end of Bombay Harbour 
na locality called Trombay. Here the refineries of Bharat Petroleum 
Corporation and Hindustan Petroleum Corporation are situated. 

The approach to Pir Pau Pier is made through the channel between 
Jawahar Dweep and Elephanta Island, thence through the Pir Pau 
Dredged Channel which is marked by buoys. Only daytime berthing/ 
unberthing during the flood tide is allowed. 

A number of bollards are laid throughout the length of the Pier and 
| govide a suitable mooring layout for any size vessel up to 560 ft. length 
overall. The fendering system consists of vertical rubber fenders on the 
per for its entire length. It it advisable to keep portable fenders readily 
available. 

Pipeline size varies from 6 in. to 12 in. A loading/discharging rate of 
150 tp.h. for all products is maintained. Cargo discharged at this pier 
smainly L.P.G., ammonia, lube oils and chemicals. 

Refrigerated cargoes acceptable, but due to design limitations of 
ppeline/tank volume, cargo to be heated to — 10° C. to 23° C. Pipeline 
ength 5 km. (8 in. ASA 300.). No vapour return line available. Maximum 
dscharge rate 120 tonnes per hour at back pressure 14.5 kg./cm. 
Vessels to carry suitable hoses of 75 ft. length for discharge. 

No bunkering facilities available at Pir Pau. Fresh water available ex- 
wharf at 5 t.p.h. or by water boat. 
lube Terminals at Commercial Docks: 

Certain Lubes, Vegetable Oils and fats are discharged both at Indira 
Dock and at Prince's and Victoria Docks at berths nominated by the 
Por. These are discharged either through a pipeline or into tank trucks. 
The average rate of discharge into tank trucks is 40 t.p.h. From the 
docks the pipeline (10 in.) extends to a tank farm about 10 km. away. 
Sa in the commercial docks a valid Gas Free Certificate will 

required. 

Sip Operator’s Report: January 1987 (Updated 1994). 

‘ovation: The Port of Bombay is situated almost mid-way on the Western 
wast of India and is a natural deep water harbour protected by the 
nainland on its East and the island of Bombay on its West. It is the 
argest Indian port for dry cargoes in bulk and container trade. The 
Varine Oil Terminals are located at Jawahar Island (Butcher Island) and 
Pir Pau at Trombay, where also refineries of Bharat Petroleum, 
‘industan Petroleum and Indian Oil are located. 

lube Oils and certain non-flammable liquid cargoes are also handled 

#some wharves of the Indira Dock and Victoria Dock. 
imunications: All vessels bound for Bombay should listen to Bombay 
(Call Sign — VWB) which is located at Lat. 18° 36’ N., Long. 
7%50'E. and send their initial ETA as soon as possible. 

Tankers arriving in ballast should notify: ETA, amount of slop and dirty 
tallast to be discharged ashore, deballasting time, proposed loading 
Sequence and quantity of each grade, displacement on completion of 

Ng and alll requirements/services needed. 
initial ETA should be subsequently confirmed or revised, 72, 48 

8d 24 hours prior to arrival. 

roaches: The approaches outside the 10 fathom contour are free 
th ts. The vessel may approach Bombay from North to South 
poy West, but attention must be paid to areas in which fishing stakes 
y be encountered as indicated on the chart. Dangerous wrecks and 
thes ground exist within the area bounded by parallels Lat. 18° 48.5’ N. 
- 18° 50’ N. and meridians Long. 72° 42.5’ E. — Long. 72° 44.5’ E. 
UW of sunken ships are sometimes visible during the periods of the 
tides. Under no circumstances should vessels of any draft, attempt 

Coss this area. 

Shoal harbour entrance is lined by light buoys moored North of Thal 
, S.E. of Prongs Reef and S.W. of Prongs Reef. 
Chain 7 BV is operational and reportedly gives satisfactory 
ie especially during daylight up tp 200 miles offshore 
yon titudes 16° N. and 24° N. ; 

Uohthous, are fitted onto Kanoji Angre Lighthouse and Prongs 

Se, which transmit the morse signal “K” and “P” respectively. 
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The performance of Khanderi Racon is satisfactory and that at Prongs 
is under test. 

Permissible Draft: There are no night restrictions, except at Oil and 
Chemical Jetty at Pir Pau. The minimum depth in the entrance channel 
to the harbour is 34 ft. 6 in. below chart datum. The shallowest bar 
extends from a beam of the buoys at the entrance to abeam of Middle 
Ground Island. 

Deep draft vessels, including laden tankers, should be at Pilot Cruising 
Ground from 1 hour 30 minutes before high water to on top of high 
water, depending on the instructions received from Prongs Lighthouse 
or Port Signal Station. 

It is advisable to start heaving anchor in good time, about 2 hours 
before time required at Pilot Cruising Ground; and to make approach to 
the port entrance, passing about 1 mile North of Bombay Floating Light 
Vessel. Then vessel should head towards the middle of the 2 entry buoys 
(Prongs Reef Buoy and South Entrance Buoy), passing about 8 cables 
South of S.W. Prongs Reef Buoy. 

DENSITY: The Port of Bombay is essentially a salt water port and major 
fluctuations in the density occur on account of tide. Density varies mostly 
in monsoon period June to September. Sea water temperature 18° C. 
to 23° C. throughout the year. 

FRESH WATER: Available at all berths ex-wharf at following delivery 
rates: 


Jawahar Dweep 30 t.p.h. — 35 t.p.h. 
Pir Pau 5 t.p.h. 
Indira Dock 12 t.p.h. — 15 t.p.h. 


Prince's and Victoria Docks 12t.p.h. — 15 t.p.h. 
Fresh water also available by water boats. 


Port Trust water boat 25 t.p.h. 
(250 tons) 
Privately owned water boats 25 t.p.h. 
(150 tons) 


Ship Officer's Report: Vessel berthed at Ballard Pier, East side. Fresh 
water availability on pier dependent on capacity of storage tank at the 
time of call. The water was not available continuously and we had to 
wait for the tank to be refilled. 

FUEL: Diesel oil and fuel oil are available ex-wharf at the four Jawahar 
Island berths. No bunkers are available at Pir Pau. At the commercial 
docks only diesel oil is available and is supplied by tank trucks. 

Bunker barges for fuel oil are available, however some delay can be 
expected. Bunker requirements should always be included in the first 
ETA message to minimise delays. 

FIRE PRECAUTIONS: All regulations of Petroleum Rules (Chapter 1/ 
50 of BPT Port Rules). Port maintains fire stations, 24 hours per day, 
both at docks and at Butcher Island Oil Terminal. Special precautions 
taken for tankers at Marine Oil Terminal at Butcher Island. 
CONSULS: Most countries of the world have consulates/representative 
offices in the city. 

REPAIRS/DRY DOCKS: Major repairs may be carried out afloat and in 
dry docks. Excellent facilities exist and all repairs possible. There are 
several private and public ship repairers to do this work. 

There are 2 dry docks belonging to the Bombay Port Trust. Hughes 
Dry Dock is 1,000 ft. long and 100 ft. wide and the entrance to the dry 
dock is from Indira Dock Basin. Merewether Dry Dock is 525 ft. lo 
and 65 ft. 6 in. wide and the entrance to the dock is from Prince's Doc! 


Basin. 

SURVEYORS: Nautical surveyors (Mercantile Marine Department) and 
all Classification Societies (Marine) and General Surveyors available. 
GANGWAY/DECK WATCHMEN: Private watchmen, regulated by the 
Port, are posted on deck as and when required by the Agents/Owners. 
OPENING/CLOSING HATCHES: All mechanically operated hatches 
are opened and closed by ship’s crew. Rigging gangs may also be 
employed for this work. 

CUSTOMS ALLOWANCES: Weekly allowance is 200 cigarettes and 
1 bottle of spirits (1,000 mi.). 

REPATRIATION: Can be arranged, also crew changes. 

AIRPORT: International Airport at Sahar, 25 km. from Bombay Harbour. 
TIME: Indian Standard Time ahead of GMT by 5 hours and 30 minutes. 
No alterations to clocks are made any time. 

HOLIDAYS: Republic Day (January), Holi (2nd Day) (March), Ambedkar 
Jayanti (April), Shivaji Jayanti (April), Ramzan td (April), Maharashtra 
Day (May), Bakri Id (July), Mohurram (August), Independence Day 
(August), Ganesh Chaturthi (August), Dasera (September), Diwali 
(October) and Christmas (December). . 
POLICE/AMBULANCE/FIRE: Police 100; Ambulance 102; Fire 101. 
TELEPHONES: Arrangements for placing a telephone on board ship 
exist at all transit sheds in the Commercial Docks. 

IDENTIFICATION CARDS: Shore passes issued. Necessary for Police/ 
Custom Authorities and are to be returned prior to vessel's departure. 
GARBAGE DISPOSAL: Bins are placed on shore at the end of the 
berth where vessels are expected to place their garbage. Collection of 
the garbage from the bins is arranged by BPT. Collection service is not 
available from on board of the vessel. 

WASTE OIL DISPOSAL: Collection service for disposal of waste oil is 
presently available at all the commercial berths by tanker trucks. There 
is no charge levied for this service at present. Application on plain paper 
for this service has to be made to the Director, Pollution Control, BPT. 
Tel: 2619565. Telex: 011-81047. 

SEAMAN’S CLUBS: The Royal Bombay Seamen's Society, Prince of 
Wales Seamen's Club, 18 R. Kamani Marg, Ballard Estate, Bombay 400 
038. Tel: 2613731, 2612260. Facilities: Beer bar, snack bar, club shop, 
billiards and table tennis, dances twice weekly on Tuesdays and Fridays, 
chapel, card room, accommodation for 153 persons, postage facility 
available. Technical meetings and lectures held every month through 
Technical Institutions. 

CURRENCY: Indian Rupee (Rs.). U.S.$ 1.00 = Rs. 31.21 (13.4.94). 
REGULATIONS: Stringent Port Rules and Docks By-laws detailed in 
“Bombay Port Rules”. 

GENERAL: Hazardous Cargo: All items of Dangerous Goods are 
published by the International Maritime Organisation and are treated as 
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hazardous cargo. They are divided into four broad categories for the 

purpose of handling in Port area. These categories are graded according 

to risk involved in handling: 

Category “A”: Low Flash Point (below 50° F. or 10° C.) or other goods 
which are too dangerous to be handled through the dock. 
Cargo of this category is discharged into lighters in the 
stream for direct delivery from the Port Hazardous depot 
at Haji Bunder. Vessels carrying commodities belonging 
to this category are not admitted into the docks. 

Category “B”: Intermediate Flash Point (above 50° F. to 76° F. or 10° C. 
to 24.4°C.) or other goods which present moderate 
degree of hazard. Cargo of this category is discharged 
into lighters in the stream for transportation to Haji 
Bunder for storage. Containers carrying this category of 
cargo may be landed from container vessels on shore 
in the docks and the containers are removed immediately 
to Haji Bunder for storage. 

Category “C’”: High Flash Point (above 76° F. to 141° F. or 24.4°C. to 
60.6° C.) or other pace which present lesser degree of 
hazard. Cargo of this category is permitted to be 
discharged in docks for im iate delivery only. If direct 
delivery is not possible these commodities will have to 
be discharged overside into barges in the docks for 
delivery from Haji Bunder. 

Category “D”: Flash Point above 141° F. or 60.6°C. or other goods, 
specially some poisons and some corrosives, which also 
have hazardous properties. These are permitted to be 
stored and handled in the port area subject to special 
handling and storage instructions. 

In every case Masters of vessels carrying such cargoes are advised 
to inform their local agents well in advance of all hazardous cargo on 
board so that necessary arrangements can be made for off-loading such 
cargo as required. 

DEVELOPMENTS: Satellite port in Nhava-Sheva area has been 

developed and named as Jawaharlal Nehru Port (see “Jawaharlal Nehru 

Port”). It was opened on 26th May 1989. 2 container berths, 2 bulk 

berths and one service berth are in operation. Port keeps watch on VHF 

Channels 16 and 13. 


REPORT: Pir Pau Jetty (LPG), June 1984. 

Pir Pau Jetty: Datum draft 19 ft. 4 in. for Max. LOA 525 ft. Pir Pau 
Channel datum 13 ft. 1 in. Max. rise of tide approximately 15 ft. No 
berthing/unberthing between sunset and sunrise. 
Pipeline/discharging facilities: 

1. Refrigerated cargoes acceptable, but due design limitation of 
pipeline/tank volume cargo to be heated to —10°C. before discharge. 
Sea water temperature at Bombay during year 18° minimum to 23° 
maximum. 

2. Pipeline length 5 km. diameter 8 in. ASA 300 psi, no vapour return 
line available. 

( oa Max. discharge rate 120 tonnes/p.h. at back pressure 14.5 kg/cm. 

S). 

4. Vessel to carry suitable hoses making length of 75 ft. for discharge 
keeping in view items (2) and (3) above and to be equipped with derrick. 


SHIPS OFFICER’S REPORT: May 1989. 
Documents: 
Maritime Declaration of Health. 
Arrival Report. 
Cargo on Deck/Transit with Port of Loading/Discharging. 
Customs Arrival Report. 
Vessel’s Arrival Report. 
2 copies No Arms/Ammunition Form. 
2 copies Agent's Report. 
6 copies Deck Cargo Declaration. 
4 copies Stores List. 
6 copies Personal Effects List. 
Other Local Forms. If visiting Bombay for the first time, the vessel 
may use its own forms. 
10 copies Crew Lists. 
3 copies Narcotics List. 
1 copy Vaccination List. 
Note: The Agent will provide a booklet which contains all the forms 
needed. 
Customs: Customs Officers will board the ship to check the bonded 
store. Ship hands over the forms prepared by the Agent. 
Quarantine: Hand over the forms prepared by the Agent. 
Immigration: Hand over the forms prepared by the Agent. 
Shore passes are obligatory. 


SHIPMASTER’S REPORT: October 1993. 
Charts: B.A. Chart No. 1487, 2621 and 2624. 
Approach: Khandri Lt. and Prongs Reef Lt. are very conspicuous. 

Khandri Lighthouse Racon was not operating. 

A lot of fishing vessels sighted inshore, so it is best to approach 
anchorage from seaward. 

Anchorage: The Outer Anchorage, judging by the anchored vessels, 
seems to be a square (18° 55’ N. 72°40’ E.; 18°55’ N. 72° 45’ E.; 
18° 50’ N. 72° 40' E.; 18° 50’ N. 72° 45’ E.). 

We anchored in the middle of the area with 5 shackles, clear of the 
disused submarine cables. There is a large ground swell, even in N.E. 
Monsoon. | believe the area can be awkward at the height of the S.W. 
Monsoon. The bottom is mud. 

Even with port congestion, there is plenty of anchorage room. 

Area A on B.A. Chart No. 1487 not used, and Area B in “Guide to 
Port Entry” not used. 

Entry into the Inner Anchorage, which is inside the port limits, and 
subject to port charge, is conducted under pilotage (although due to pilot 
shortage, did hear on VHF, ships being told to anchor themselves in 
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designated area). The area is as on B.A. Chart No. 2624, by 
extends from 72° 50’ E. each side of dredged fairway. > 
VHF: Bombay Port: Channels 16/12. Bombay Pilot: Chadinets 16% 

The Port Radio Station is quite good with information and Opera, 
throughout 24 hours. 

Pilot: Pilot boards and disembarks throughout 24 hours from Old sy 
cutter off Red Buoy (FL (2) R. 10 sec. — 18° 51.2' N., 72° 49.4’ E) 
Tugs: There are numerous old and poorly maintained tugs, aNd by 
are often difficult to obtain (Pilot's Report). 

Ship's lines are used. 

On berthing, we used 3 tugs (one forward, one aft and one large 
pushing). ' 

On departure, tugs were not obtainable (after waiting 45 Minutes) 
left Indira Dock outer wall using traditional methods. . 
Berthing: No. 19 Indira Dock Wall: 

We found Cross Island Reef, from echo traces inwards and 
to extend about 70 m. South of the Buoy (confirmed by Pilot). 

Vessel berthed starboard side alongside dock wall with 74, 
maximum draft 2 hours after LW. 

There was confusion over actual depth of water on berth, with Be 
maintaining a depth of 5.5 m. C.D. (actually correct along dock ys 
which required ship to anchor off Indira Dock “Bull Nose”. E 
Senior Dock Master confirmed recent dredging to 7.3 m. C.D. 

Berthing and unberthing on dock wall is during daylight only, ang, 
Indira Dock throughout 24 hours. 

For berthing on dock wall, vessels swing off Bull Nose and are tow 
stern in, berthing starboard side to. 

The Pilot and 2 Dock Masters give conflicting orders, so Gocking 
confusing. We berthed without any incidents. 

This vessel sailed from Indira Dock No. 10 with a draft of 8.72m» 
H.W. without any problems. 

Berth: \ndira Dock Wall No. 19: 

Recent harbour depth survey gives 7.3m. C.D. alongside, out»; 
distance of 50 m. (Sheds No. 18 and 19). 

There is 10.0 m. C.D. alongside Ballard Pier East side. 

We found (See “Plan") 5.0 m. alongside dock wall ys out 
7.3 m., 21.0 m. off dock wall. North of the South end of Sod Naa 
(18° 56.33’ N.) shoaling takes place. Dock Master advised depth; 
6.0 m. C.D., then shoaling to about 3.0 m. North of Shed No. 21. 

Indira Outer Dock wall has no fenders, dock side smooth concw 
blocks, ships must provide their own fenders. Fortunately we had pies 
of rubber truck tyres and wooden fenders. 

The old floating pontoon fenders are on the dock side under reps 

Berthing/unberthing on dock wall is in daylight only. 

Ship's gangway used and just avoided having to tum in at L.W. 

Vessel grounded at L.W. (soft mud). 

Sailed with 7.66 m. maximum draft. 

Lines were 2,1,2 each end. Plenty of bollards available, mooring by 
and large mooring gang assist in mooring. 

Very little room between adjacent vessels. 

In S.W. Monsoon, Pilots report a swell is felt alongside. 
Loading: We loaded castor oil from small (13 tonne) tank trucks, wie 
bring the oil from storage tanks about 15 km. away. 

Loading was through open access hatch from 3 shore pum 
connected to individual trucks. 

Maximum rate achieved about 100 tonnes/hr. per tank. 

Tally clerk keeps record of trucks (“Boat Note”). 

During the ps de trucks tend to ‘dry up’ with long waits. 

No Bill of L 7 figure on completion as trucks empty weights he 
to be checked and tallied up, so normally about 36 hours before Bir 
Lading figures obtainable. 

About 30,000 tonnes of different castor oil grades shipped ir 
Bombay per month, mainly to U.S.A. and North Europe, for medow 
Purposés, aircraft engine lubricants and in the plastics industry. 

Numerous cranes along dock wall, but understand only those at S¥ 
No. 18 in operating condition. 

Fresh Water: Available ex-quay. Apply through the Agent wel’ 
advance. Water barges also available for vessels at anchorage. 
Medical: Arranged through Agent. Extensive facilities in city. Vesses! 
outer anchorage can land sick seamen at Pilot Boarding Station? 
arrangement through Agent. 

Shore Leave: Shore passes required, which have to be handed"? 
departure. 

No restrictions on foreign currency usage. 

Taxis line up alongside vessel hoping for a fare. Hire of 3 hours # 
retum to dock costs U.S.$ 10.00. 

Chandler: A number of chandlers are available. We used Ma? 
Associates as with previous call. They are fair and are paid throug!” 
Agent. 

Authorities: They board vessel spasmodically. 


Agent 2 hours after berthing. 
Immigration 1.5 hours after berthing. 
Customs 3 hours after berthing. 
Health 3.5 hours after berthing. 


| believe Customs only work from 0930 hrs. to 1730 hrs. 
No problems over currency, not checked, and U.S.Dollars are" 
used ashore. ‘ 
Applied for Free Pratique as per format in “Guide to Port Enty ® 
telegram through telex system, no reply received. Pilot granted Pratt 
on boarding. 
We had transit papers to Kandla, Customs boarded before depe™" 
with sealed Transit envelope. 
The following documents were required at various times: 
12 copies Crew List. 
1 copy Crew Currency List. 
1 copy Ship's Currency. 
1 copy Arms “Nil” List. 
1 copy Drugs in Master's Safe. 
1 copy Cargo in Transit. 
2 copies Crew Declaration. 


copies Stores List/Bond List. 
2 ey Ports of Call List. 
scopy Passenger “Nil” List. 
a copies Health Declaration (1 copy Pilot). 
2 copies Vaccination List. : 
™me makes Out numerous Indian forms. 
Gratuities consisted of 18 cartons of cigarettes and one case of beer. 


yTHORITY: Bombay Port Trust, Administrative Building, Shoorji 
N Marg, Ballard Estate, Bombay-400 038. Tel: 2614321. 
telex 0911-81047. Cables: Portrust Bombay. Contact: The Deputy 
A, tor. 


AGENT: G.A.C. Shipping (India) Pvt. Ltd., P.O.Box 11531, 211 Dalamal 
cower, Bombay 400021, India. Tel: (91-22) 2832988, 2831732, 240380. 
telex '011-85988 GAC IN, 011-83835 MRTN IN. Fax: (91-22) 2850818. 
cables "Gacsteam”, Bombay-21. 


CALCUTTA: 22.32 N. 88.22 E. 


pOCUMENTS: 

Ship's Register. 

[oad Line Certificate. 

| Satety Radio Certificate. 

Safety Equipment Certificate. 

Derat Certificate. 

Port Clearance from Last Port. 

indian Coast Light Dues Receipt (if any). 

4 copies of Crew List. 

4 copies of Passenger List. 

{ copy of Through Cargo Manifest. 

4 copies of Stores List. 

1 copy of Cargo Manifest with B/Lading for the same. 

4 copies of Opium and Dangerous Drugs Certificate. 

Cargo Plan. 

Cargo on Deck Declaration. 

4 copies of Certificate of Foreign Currency. 

4 copies of Certificate of Arms and Ammunition. 

Letter to Assistant Collector of Customs regarding Local Agency. 

letter to Assistant Collector of Customs regarding duty on ships 

stores. 

Application to the Inspector of Police. 

3 copies of Arrival Report. 

4copies of Watches and Clock List possessed by each member of 

the crew. 

6 copies Hazardous Cargo, if any. 

PILOTAGE: Telegraphic address of Pilot station: VWST “Pilots 

Sandheads”. Radio message should be sent 48 hours prior arrival giving 

a)ETA Eastern Channel Lt. Vs.; (b) from. ..to.. . (either Haldia, Budge 

Budge, or Calcutta); (c) deepest fresh water draft; (d) length overall; 
_ (@)G.w.t.; (f) whether VHF is or is not on board. 

Pilot boards vessel at Sandheads from pilot vessel fitted with W/T, 
OF, VHF, radar, echo sounder and other navigational equipment, 
maintains continuous watch on 500 kHz and receives ETA messages 
ot incoming vessels. 

As an aid to navigation, navigable channel in river is marked with 
gis and channel buoys. There is a lighthouse at Sagar and 
‘ownstream from this point, 2 unattended Light Vessels are stationed 
a Upper Gasper and Lower Gasper and 2 attended Light Vessels at 
nlemediate and Eastern Channel Stations. Navigable channel leading 
Haldia Port from sea is 63 nautical miles and to Calcutta about 
%nautical miles. There are 15 bars in different reaches of the river, 
‘of these are downstream of Haldia and the remaining 11 between 
*aldia and Calcutta. Since these bars are subject to fluctuations, the 
‘ver is regulary surveyed and dredged as required. Owing to sharp 
%ends, narrow channel and difficult tidal conditions the navigation of 
Sips between ports and sea requires service of trained Pilots employed 

| + The Port Trust. River Pilots take change of vessels at Sandheads to 

| agate to Haldia/Baj Baj/Garden Reach, as the case may be. River 
lots manoeuvre vessels to Haldia Dock, but at Baj Baj and Garden 

"each hand over the ships to Harbour Pilots, who manoeuvre the 

ssels on the river moorings at Baj Baj and to the moorings or dock 
| sntrance lock in Calcutta. Movement of ships inside docks is guided by 

Berthing Master. 

Sipmaster’s Report: December 1983. 

»_ ocedure for sending ETA Sandheads Calcutta: Vessels calling at 

aut should, along with their ETA messages to the Commander Pilot 

*ssel, Sandheads, also indicate the Owner's/Agent's name and only 
be will Master's ETA message be recorded, otherwise vessel will not 

| "eated by Calcutta Port Trust on arrival at Sandheads for further 

‘ning up river to the port. 

Kab RAGES: Anchorage in River Hooghly at Saugor Roads, Haldia 
ig wh Baj Baj, Diamond Harbour, Royapur, Ulubaria and Garden Reach 
| ich Royapur, Ulubaria and Garden Reach utilised only by ships on 
| & da je to and from the port in emergency. Depths of anchorages vary 

Dt ted day basis according to River Draft Forecast but on average 


(See Plan) 


RESTRICTIONS: Navigation on River Hooghly is carried out only with 
| ow 9n board and according to tide. Speed of vessel important factor 
| ms be declared to Pilot on board, preferably telegraphed 48 hours 
| way. ance to Pilot vessel. 
Dock we Maximum LOA 565 ft. with beam of 80 ft. for Netaji Subhas 
gy enetNd 515 ft. LOA with beam of 70 ft. for Kidderpore Docks. A vessel 
‘eon. and over can sail out as “Tide Time Sailing” only and this 
her draft from Calcutta. 
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Maximum LOA of tankers for tanker terminal at Budge Budge is 620 ft. 
Restriction of beam for vessels berthed at Budge Budge is 85 ft. Deepest 
draft alongside dock berths in Netaji Subhas and Kidderpore Docks 
8.70 m. At Budge Budge deepest draft at any berth 9.00 m. Berthing of 
ea beecngeind on prevailing draft of day published in Draft Forecast 
lor month. 

PRATIQUE: Procedure for obtaining Pratique: To obtain Radio Pratique 
incoming vessels communicate by wireless to Port Health Officer, 
Calcutta, Cable address: “Quarantine Calcutta”: 

(a) No sickness or death from sickness on board within last 15 days. 

(b) No sand, earth, pigs, poultry, crew or passenger taken aboard 
from E. Coast of Africa between Port Sudan and Durban, both 
ports included. 

(c) Ship not touched within last 30 days any port in E. Africa between 
Northernmost point of Eritrea and Southernmost point of 
Tanzania, including Island of Zanzibar or any other yellow fever 
infected area. 

(d) No abnormal mortality of rats or mice on board. 

(e) No monkey on board. 

(Item (a) to be sent in code under usual standard quarantine messages 
required by ships; rest in plain language through local wireless station.) 

In case of any suspected disease or fever on board, local Agents may 
be contacted by cable who arrange for doctor to be sent or for removal 
of a patient if necessary. Vessels calling at another port in same country 
are exempted from obtaining Pratique. 

RADIO: Calcutta Radio, call sign VWC. R/T. and VHF. 

Weather bulletins broadcast to ships from Calcutta Radio (VWC) at 
0018 hrs. and 0918 hrs. GMT, on 500/470, 4286, 12745 kHz. Bulletins 
are preceeded by time signals. 

Also see “Pilotage”. 

TUGS: 15 tugs, 550 hp. — 2,200 hp. Tugs used for vessels after passing 
lock entrances at Netaji Subhas and Kidderpore Docks. Tugs used for 
vessels to turn. Vessels own lines. At Garden Reach sailing on ebb tide 
for “Tide Time Sailings”. 

BERTHING: Vessels brought in for berthing according to tide. 
Movements from one berth to another inside dock not dependent on 
tide, but according to convenience of port. Vessels berthed at riverside 
jetties or river moorings required to have starboard anchor unshackled 
in order that starboard chain could be tied to buoy on arrival. After first 
chain is shackled on, port anchor is unshackled and 2 pieces of chain, 
each 30 fathoms long are removed from port cable and sent aft by boat 
and made fast to buoys, etc., and tied to stern of ship. The remaining 
port cable is tied up to another buoy forward. Vessels at river jetties and 
river moorings if left during Bore Tide are to comply with following: 

Half an hour before low water: 

(a) Gangway to be hoisted up, if ashore. 

(b) Pipe-lines disconnected and triced up (for vessels at Budge 
Budge Jetty). 

(c) Heave tight on forward chains to keep vessel about 6 ft. off jetty 
or pontoon. Make sure weight is on bore springs and not on 
chains aft. 

(d) Tighten all buoy ropes. 

(e) When bores expected, all vessels in stream shall have steam on 
main engines, windlasses and winches and a sufficient number 
of officers and crew on board to tend vessel in case of emergency. 

After bore made, and vessel stopped ranging, slack forward chains 
to old mark. Bore springs can be had through Agents from local 
suppliers. 

Budge Budge (oil terminal) on banks of River Hooghly has river jetties, 
hence above instructions also apply to vessels berthed at Budge Budge 
Jetties. 

At Budge Budge two lengths of chain provided by Port Trust for stern 
moorings. 

Kidderpore Dock: Dock not in use. 

Netaji Subhas Dock: Lock entrance: 700 ft.x90 ft. 8 general cargo 
berths, No. 1 Berth equipped with 200 ton heavy lift crane. One oil berth, 
Paetihien? 12, used for unloading petroleum products. 6 additional berths 
available. 

Garden Reach Jetties: 2 alongside berths for overside cargo work only. 
Budge Budge: Also see “Tankers”. 6 jetties which can accommodate 
vessels up to 625 ft. (190.50 m.) LOA. 

These jetties are presently available for handling bulk liquids like 
edible oil, vegetable oil, soya bean oil, etc., for which separate storage 
of 59,000 tonnes capacity is under control of the State Trading 
Corporation. 

BRIDGES: 2 bridges; 1 collapsible, 1 swing, situated inside Kidderpore 
Dock are open for navigation to suit convenience of port. 
STEVEDORES: 48 hours notice of arrival at pilot station required by 
Agent. 

MEDICAL: Masters in need of medical services required cable Agents. 
Hospital facilities. Ships leaving for foreign port or minor Indian port 
(where no Port Health Officer) required to ensure officers and crew have 
valid health certificates (for cholera and yellow fever if proceeding to a 
yellow fever area). 

TANKERS: Not permitted discharge residue into dock (at Berth No. 12 


— Netaji Subhas Dock). 
S.G. A.P.1. of local types of oil 
0.91 and 0.94 0.9430 varying to 0.9550. 
Tanker terminal at Budge Budge 13 nautical miles from Calcutta by 
river. 
BB Jetty No. 1 for accommodating vessels of LOA 620 ft. 
BB Jetty No. 2 for accommodating vessels of LOA 380 ft. 
BB Jetty No. 3 for accommodating vessels of LOA 460 ft. 
BB Jetty No. 5 for accommodating vessels of LOA 620 ft.. 
BB Jetty No. 6 out of commission. 
BB Jetty No. 7 out of commission. 
BB Jetty No. 8 for accommodating vessels of LOA 460 ft. — 580 ft. 
Deepest draft alongside jetty berths 9.0 m., but vessels brought up 
according to prevailing draft as per forecast. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engin 


Berthing: Vessel is moored starboard side to at Budge Budge as follows: 
Port Anchor to about 6 shackles on the Port bow with the ship's starboard 
anchor unshackled, and cable shackled to the shore cable on the 
starboard bow. 2 shore cables made fast round the bitts are used aft. 
These cables are crossed. An experienced shore mooring gang boards 
vessels to assist in berthing, and these men require very little help from 
the Ship's Crew. The operation generally takes about 1.5 to 2 hours. 

The sequence is as follows: The Port anchor is dropped well off and 
up-stream of, the Pontoon, on the first of the Ebb tide. The vessel's bow 
is then swung into the forward in-shore mooring buoy by a mooring rope. 
This buoy is then brought close under the bow whilst the starboard ship's 
cable is made fast to the shore cable. For this purpose, the Shore 
mooring gang, will, on first boarding, hang off the starboard anchor, 
through the hawse pipe, leaving the first 15 fathoms of cable flaked on 
deck. Ship’s wire rope (100 mm.), should be available for hanging off, 
together with 75 mm. rope, quantities will be advised by the Berthing 
Master for lashing the cable. 

When the forward cable is fast, the stern is swung, again using 
mooring and are made fast round the two bitts. 75 mm. (3 in.) rope 
lashings will also be used here. On completion of making fast the after 
cables, the vessel is hove into position by the windlass. The mooring 
ropes are made fast to the two quarter and two bow mooring buoys and 
are again used when the shore Gang board to break moorings prior 
departure. To avoid any chance of delay in mooring, the vessel should 
ensure that the first shackle of her Starboard cable is free prior to arrival, 
and should have three joining shackles ready for use in case these are 
required. One ship's wire will be required forward, for hanging off the 
anchor, and two aft, for heaving on board the ends of the shore cables. 
Although the shore mooring gang have their own shackles, etc., at 
Budge Budge, it is necessary for the ship to provide a drift punch and 
heavy hammer for breaking the cable. 

It should be noted that at Calcutta itself there are not enough shore 
chains to provide moorings to all vessels using the port, and in these 
cases vessel's Port anchor cable will be broken to provide the after 
moorings. All the Budge Budge Berths, however, are supplied with 
sufficient cables. These latter cables are anchored to swamped 
moorings at each berth. 

Shore Lines: All products handled through 150 mm. (6 in.) or 200 mm. 
(8 in.) hoses. 

Restrictions: Handling of packed cargo permitted in daylight only, but 
not permitted during the discharge of Low Flash bulk cargo. 

Fuel: Fuel oil, diesel oil and gas oil available ex-wharf at Budge Budge 
and by lighter. Lubricants available. 

Fresh Water: Available. 

General: A continuous and strict watch, especially during the hours of 
darkness, should be kept on the vessel, both when anchored or in the 
berth, in order to prevent unauthorised persons boarding the vessel. 
DENSITY: Average density in port is about 1000. 

FRESH WATER: Fresh water on application from Masters or Agents 
and preferable if at least 48 hours’ notice given. Supplies through barges 
and direct from quay line. 

FUEL: Redwood 600 — 700 sec. supplied at Calcutta and require at 
least week's notice for supplying vessels lying inside dock. Fuel also 
supplied at Budge Budge Terminal, 3 days notice to suppliers and Port 
Authorities. 

FIRE PRECAUTIONS: Usual non-smoking precautions and Master, 
Owners, Charterers or their Agents of vessels carrying import cargo or 
intending to load export cargo of hazardous or inflammable nature, 
furnish 6 copies of list of cargo involved to Traffic Manager in prescribed 
form, at least 10 days before vessels intend to land or ship cargo. Traffic 
Manager on receipt of list, categorise items enumerated in list and 
landing delivery and storage of such cargo be done strictly in accordance 
with instructions. 

CONSULS: (Telephone Numbers) 


Australia 22-1554 Nepal 45-2024 
Belgium 44-3886 Netherlands 23-4442 
Bolivia 23-5615 Nicaragua 44-1329 
Brazil 45-2120 Norway 22-4094 
Czech Rep. 46-4542 Pakistan 44-5208 
Denmark 23-4069 Panama 47-6765 
Dominican Peru 23-2331 
Republic 55-5067 Philippines 22-0514 
Egypt 45-4168 Poland 44-7144 
and 45-2507 Russia 44-2006 

El Salvador 55-7392 Spain 23-5539 
Finland 22-4602 Sweden 23-2243 
France 23-2958 Switzerland 44-8039 
Greece 23-5615 Thailand 46-0837 
Haiti 34-2673 Turkey 34-2770 
Italy 45-1411 U.K. 44-5171 
Japan 44-5455 U.S.A. 44-3611 
Liberia 46-1164 Venezuela 23-5615 
Myanmar (Burma) 22-7071 Yugoslavia 44-6881 


REPAIRS: All types of deck and engine repairs undertaken. 
DRY DOCKS: 5 dry docks owned by Port Trust available. 3 in 
Kidderpore Docks and 2 in Netaji Subhas Docks, dimensions as follows: 

Dry Dock (Kidderpore) (1) 547 ft.x69 ft.x25 ft. (2) 497 ft. x69 ft. x27 ft. 
(3) 350 ft. x60 ft.x23 ft. (max. length/beam of vessel allowed. 
No. 1: 515 ft. x64 ft. No. 2: 500 ft. x64 ft. No. 3: 335 ft. x 48 ft.) 

Dry Dock (Netaji Subhas) (1) 581 ft. x80 ft. x 22 ft. (2) 596 ft. x80 ft. 
x22 ft. (max. length/beam of vessel allowed. No. 1: 565 ft. x75 ft. 
No. 2: 565 ft. x75 ft.) 

Netaji Subhas Dry Docks arranged in tandem and used as one dock. 
Power supply, compressed air and fresh and unfiltered water supply, 
hydraulic capstans for propeller work and cranage service including 
heavy-lift available all dry docks. Each dock provided with automatic 
telephones for use on board ships. 

GANGWAY/DECK WATCHMEN: Necessary and recommended by 
Agents at rate of 3 watchmen per shift of 8 hours. 
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OPENING/CLOSING HATCHES: Normally undertaken by SteVedon 
unless specifically mentioned that same will be attended to by Cre 
CUSTOMS ALLOWANCES: 0.25 Ib. tobacco and 200 Cigarettes, y, 
and/or Spirit: 1 bottle of wine or spirit per head for consumption OM bee 
CARGO GEAR: Proof of cargo gear tested by a competent auth, 


required. 

REPATRIATION: Facilities exist for effecting crew changes e 
as any necessary repatriation. 

AIRPORT: 12 miles; served by regular international airlines y 
minimum 1 flight per day. 

TIME: GMT plus 5.5 hours. 

POLICE/AMBULANCE-FIRE: Police (port) Tel: 4791566 and as, 
Police or dial 100; Ambulance dial 102 or 45-4163; Fire dial 19; 
4791566 and ask Fire Fighting Service. ! 
CONTRABAND: Regulations provide that a vessel shall be liable 
confiscation which is or has been in Indian Customs’ waters we 
constructed, adapted, altered or fitted in any manner for the purpos. 
concealing goods. : 

The act also provides for a fine in lieu of confiscation which coy, 
theory be up to the value of the vessel. 

Indian Customs Authorities regard vessels as subject to 5 
regulations if they have any alterations to the normal structure of, 
vessel or its fittings which is not of operational value, e.g. holes cy, 
panelling (over bulkheads) which are frequently found concealed i, 
view behind cabin furniture such as settees, bunks, desks, wardroty 
etc. Customs invariably impose fines for such cavities even 
empty of about Rs. 5,000/- for 1 or 2 cavities and increasing if m, 
cavities are found. Fines would be substantially higher if cavities int 
contained contraband. 

To minimise fines it is essential that Shipowners should instruct te 
Masters to organise periodic anti-smuggling searches of ; 
accommodation and other piaces in the vessel by ship's officers wip, 
view to locating any cavities or contraband and such searches, » 
results thereof, should be logged. Furthermore, the Customs Authors 
invariably obtain a statement from the occupant of the cabin whet» 
instructions had been issued by the Owners or Master for each offy 
crew member to search his own cabin for cavities or hiding places» 
other unusual or irregular tampering with the normal structure of 
cabin and to report to the Master any such cavities, hiding-places» 
such “hea unusual tampering found at any time whilst serving ont 
vessel. 

If no such instructions have been issued, the Customs gene 
regard the Owners/Master as failing to take proper anti-smuggh: 
precautions and the risk of increased Customs fines arises. 

It is suggested that appropriate instructions should accordingly » 
issued without delay by all Masters to their officers and crews and te 
each officer or crew member should acknowledge receipt in writing: 
such instructions. It is also emphasised that such instructions show 
also be notified to any officer or crew member who joins the vessel a 
first issue of the instructions to the existing officers and crew. 
HOLIDAYS: Closed Holidays (when no work is_ permissite 
Independence Day, Republic Day, Gandhi's Birthday, Vijaya Dash 
and Kali Puja. 

Holidays when double wages payable: Saraswathi Puja, Nel) 
Birthday; Idul Fitr, Dholjatra, Muharram, Bengali New Year, May De 
Fateh Duaz Dahan, Durgapuja, Guru Nanak’s Birthday, Id and Christine 


Day. 
TELEPHONES: No arrangements for installing telephones on bos 
but use of telephones from Port Trust’s/Superintendent's Office on ee 


dock. 

SERVICES: Tank-cleaning equipment with minimum notice of at let 
7 days. Discharge of tank-washings not permitted while vessels lying’ 
dock. Compass and radar technicians available. 

SHORE LEAVE: Seamen permitted to go ashore after cleared) 
Immigration Officer boarding vessel on arrival. In case of Chines 
special permission to be obtained from Immigration Authorities, throw 
vessel's Agents. 

IDENTIFICATION CARDS: Not necessary if holding Seamen's Bo 
or Passport. 

REGULATIONS: Booklet “Dock and Jetty Handbook” supplied free? 
Port Trust to incoming vessels. 

DELAYS: Delays occur during monsoon. 

GENERAL: /mportant: Masters of vessels in port should ensure 
vessel's engines are not immobilised without prior permission 0 ® 
Harbour Master. 

DEVELOPMENTS: 

1. Construction of container terminal (Netaji Subhas Dock) * 
related facilities has commenced and will take about 3 years to 
Annual capacity will be 100,000 TEU’s as compared with the pres 
45,000 TEU's. 

2. 11 new cranes and 16 fork lifts have been purchased. 

3. Dredging (maintainance — deepening) of river to allow deepe' 
vessels into Calcutta and Haldia. 


SHIPMASTER’S REPORT: September 1979 (Updated 1994). 
Approaches: When approaching Calcutta from South Sri Lanka it" 
be advisable to pick up False Point Light and then proceed to & 
Channel Light Float at Sandheads for Pilot. During the S.W. mons? 
vessels encounter long spells of overcast skies and rain hence 4 
should pick up Dolphin Nose Light at Vishakhapatnam then coast # 
False Point Light before branching off to Eastern Channel Light ber 
Pilotage: Pilots board at the Sandheads. For picking up Pilots fro"” 
pilot vessel, vessels will have to approach close to the pilot ve 
stern with M.M.D. approved type pilot ladder rigged over side. 
accommodation has to be provided for Pilot. z 
Restrictions: None for vessels below 22 ft. draft. Those betwee" ?" 
and 24 ft.6in. may have to wait for Spring tide for entrance 
departure. However, Hooghly River Authority publishes a bookie! 
month stating the draft restrictions for entry into Calcutta. 
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-Whilst entering locks, passing through cuttings and berthing, 
Be ould have good fenders rigged 2 ft. above the water to prevent 
ong scrapes to the hull. The Port is not equipped with fenders. 
oe coal berths at Kidderpore Docks are old. Masters should exercise 
me e™wnen coming alongside these berths for waiting or loading. For 
up to riverside moorings both anchors have to be unshackled. 

pa soard cable lead to port buoy and port cable to starboard buoy in 
oss fashion. At the stern vessels with stern cables will have to follow 
: same as forward. Over and above, ropes and tackles will have to 
» rgged for taking the initial stress of the bores before strain comes 

e. 

e — the vessel to the buoys at the riverside moorings can be 

aded experienced shore mooring gangs at Owner's expense. 

agdar'VHF: No Radar. VHF Channel 16 for contact with pilot boat or 

wy WIT, Channel 12 for Deputy Harbour Master and Channel 10 for Dock 

\sster and Assistant Dock Master. 

customs: Very stringent about cargo particulars. 

~anes: One heavy lift quay side crane of 200 tonnes. Berths No. 2, 3, 

tand A at NS Dock fitted with 2 tonne cranes. Berth B and D of NS 

are fitted with 3 tonne electric cranes. Berths No. 27, 28 and 29 

4 &-P Docks are fitted with new 3 tonne electric cranes. 

watches: Wooden hatch boards and beams by stevedores. Mechanically 

qerated or other hatches by ship's crew. Rigging gangs may be 

employed at Owners’ expense. i 

sevedores: 1st shift (0630 — 1530 hrs.). 2nd shift (1530 — 2230 hrs.). 

yd shift (2230 — 0530 hrs.). J 

yedical: Very good hospitals and nursing homes. 

specialised Cargo Handling Facilities: Containers can be loaded and 

suited aboard. No Roll-on/Roll-off facility. 

suveyors: A.B.S., I.R.S., L.R.S., G.L., N.V. and others. Standard 

marine, cargo surveyors and general surveyors also available. 

general: Vessels navigating the Hooghly River should be very careful 

spout river thieves who will board the vessel whether stopped or at 

anchor or making way at full speed. 


SHIPMASTER’S REPORT: November 1984 (Updated 1994). 
Piotage: Accommodation is sometimes required for up to 3 Pilots 
vansterring from Sandheads to Haldia/Calcutta or vice versa. 

Radio Officer is required on standby (From Hooghly Point to Garden 
Reach - inward and outward) during pilotage to send W/T messages 
as required by the Pilot. 

Siting problems at Auckland Bar required a 0.4m. reduction on 
published drafts November 1984. 

Radio: Information on weather on 2000 m. not heard. 


SHIP OPERATOR’S REPORT: January 1987 (Updated 1994). 

Location: The port is located on the left bank of the River Hugli about 
{29km. above the river entrance off Sagar Island in the Bay of Bengal. 
Piotage: Pilotage is compulsory for all vessels over 100 gross tons. 
Rwer pilotage which extends from Sandheads, 72 km. below Sagar 
sland, covers a total distance of 201 km. The River Pilot boards the 
vessel at Sandheads (Lat. 20° 59’ N., Long. 88° 14’ E.) and a Harbour 
_ Piet boards the vessel at Garden Reach (Lat. 22° 33.5’ N., Long. 
88° 17.5' E.) for mooring vessels in the river or berthing in the docks. 
Ener of ships inside the docks is controlled by the Berthing 
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Aoproach Channel: The Approach Channel to the main port requires 
sosiderable navigation skill. There are several sand bars and crossings, 
4 well as sharp bends in the river which the ships have to negotiate. 
These bars are subject to seasonal and, at times, sudden fluctuations 
toh in depth and alignment of the channel, necessitating dredging on 
he shallow reaches. The channel is well marked with numerous 
‘avigational aids which consist of lighthouses, lightvessels and channel 
‘oys, automatic tide gauges and signals and river marks; thus 
‘xlitating navigation both by day and night. Surveying and charting of 
‘eriver is continuous and depths over the river bars are forecast daily. 
sides navigation aids, a fleet of dredgers, barges, a river survey vessel 
ee research vessel are employed to provide safe navigation 
ing. 
*emissible Draft: Drafts are subject to fluctuations according to the rise 
‘tide and the condition of controlling bars. The port of Calcutta 
wlshes a monthly draft forecast about 6 weeks in advance, copies of 
mich are available from the Harbour Master's Office (River) in Calcutta. 
on Hugli can generally be navigated as far as Calcutta during 
(a) June to October 
At HW Springs by vessels drawing 8.7 m. 
At HW Neaps by vessels drawing 8 m. 
(0) October to June 
By vessels drawing between 6.7 m. to 8.2 m. 
ever, there are times during the above period, when the 
*missible draft could decrease to as low as 5.5 m. before increasing 
hors Therefore it is strongly recommended that Masters of vessels 
Re for Calcutta should consult the monthly fresh water draft forecast 
ps Hd Hugli, issued by Calcutta Port, and should load accordingly in 
a8 to avoid unplanned delays outside the river at Sandheads. 
vommunication: 
adio: There are W/T stations at Ram Nagar, Hugli Point and Haldia. 
an range and short range W/T service for navigational messages is 
@ for ships at sea within the range of 850 km. and 24 km. 


VHF: There is a VHF network in operation in the port as an essential 
Haldie of communication. Apart from Ram Nagar, Hugli Point and 
. VHF communication facilities are also available on the pilot 
ies Survey vessel, dredgers and other vessels of the port. 
Mana has 2 pilot vessels fitted with W/T and VHF. These vessels 
IN @ continuous watch on 500 kHz and receive ETA messages 
commons vessels. At Sandheads, vessels in the vicinity may 
Unicate with the pilot vessels on VHF Channel 12. 
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Calcutta Port issues time of embarking Pilot at Sandheads to meet 
required fresh water drafts for a particular day. Therefore Masters of all 
incoming vessels should take note of time for embarking Pilot and should 
radio their ETA Sandheads with names of local Agents, destination, 
deepest FW draft, LOA and speed of the vessel to the local Agents and 
to Sandheads (Call sign: “VWST") as soon as possible. There is slight 
reductions in FW draft of vessels, whose speed is below 12 knots. 
Traffic Control: \t is established and co-ordinated by the Harbour Master. 
Traffic information and navigational warnings are given on 500 kHz. The 
general rules governing traffic in the river are as follows: 

All vessels going with the tide will have the right of way. Navigation 
in the river is carried out exclusively on Pilot's advice at times and tidal 
conditions established by the Port Authority. Night navigation is 
permitted. Since the depths at numerous locations change continuously, 
the River Pilots are notified of depth changes and traffic movements 
through a system of visual signals and via ship's radio on 500 kHz. 
Special Feature: Calcutta being a river port is subjected to a “Bore Tide” 
condition. Vessels at river moorings or jetties are subjected to sudden 
surges on their moorings during flood tide. The “Bore” takes place only 
during certain periods, which are predicted a year in advance and last 
for 1 day to 5 days. 

During the “Bore”, no vessel over 152 m. in length in Calcutta and 
over 160 m. in length in Buj Buj will remain in the moorings/jetties. The 
max. draft of vessels in the river moorings/jetties will also be restricted 
to 5.5 m. at Calcutta and 6.1 m. at Buj Buj. Vessels which cannot remain 
in the river moorings/jetties are taken inside the docks where ships are 
not influenced by “Bore” tidal conditions. Those vessels which remain 
in the river are provided with extra shore mooring ropes and tackles. 
Bunkers/Fresh Water: Adequate facilities exist in the port for the supply 
of drinking water to ships in the river moorings and at Buj Buj jetties but 
not at “C” Berth in N.S. Docks. 

Oil bunkers can be supplied by pipeline or barge at Buj Buj and N.S. 

Docks. Only 1 grade of intermediate fuel oil and diesel oil are available. 
Repairs: The existing facilities comprise 5 dry docks for all major surveys 
and underwater repairs. Of the 5 dry docks, there are 3 docks up to 
max. 515 ft. x 64 ft. in Kidderpore Docks and the remaining docks of max. 
516 ft. and 75 ft. are in N.S. Dock. The entry into docks is from the 
unpounded dock basins and not directly from the river. 
N.S. Dock Oil Terminal (previously known as Paharpur): The terminal 
is located at “C” Berth in N.S. Docks; which is in line with “B" Berth 
used for general cargo. Therefore the max. length of a vessel which can 
berth at “C” Berth depends upon the size of the vessel at “B” Berth up 
to a max. of 172 m. The shore facilities are owned by the government 
and used by various oil companies for lube products only. 

The access to cargo manifold platform is by steel walkway fitted with 
wooden covering, some of which is missing or in poor condition. The 
berth structure consists of the cargo manifold area and 2 mooring 
dolphins, 1 at each end of the manifold area, which are made of concrete 
and filled with wooden beams to avoid metal to concrete contact. The 
manifold size is 8 in. and 1 length of 60 ft. hose sufficient for ship/shore 
connection is provided. 

There are a few fire hydrants located near by but no oil spill control 

equipment is available at the berth. 
Buj Buj Oil Terminal (also known as Budge Budge): The terminal is 
located about 28 km. downstream from N.S. Docks. 6 out of 8 oil berths 
are now in operation. This is the major oil terminal for the port of Calcutta 
and handles all grades of petroleum products, except crude and 
LPG. Theoil Baers are located in the river and have floating pontoons. 
The moorings consist of 4 mooring buoys of old construction. 8 ship's 
lines are sent to 2 buoys and 2 shore mooring chains to the remaining 
2 buoys. The buoys are provided with a ring on top, through which the 
ship's lines are passed and secured. The mooring chains are made fast 
under the buoy to the buoy pendants and divers carry out these 
operations. 1 or 2 floating pontoons are provided at each berth. The 
pipeline is carried on a steel walkway fitted with wooden steps which 
also acts as an access to the pontoon. The pipelines end on the pontoon 
where the manifold is located. The shore manifold is connected to the 
ship’s manifold by hoses of 6 in., 8 in. and 12 in. 

It is essential that vessels ensure prior to arrival that the detachable 
link of the first shackle can be easily opened. Inability to send the cable 
to the buoy may cause serious delays. 

Berth Limitation and Facilities: 


Berth Length Beam Product Handled 
Min. — Max Max. 
(ft.) (ft) rhe 
1 455 — 620 85 Fuel oil, diesel, lube 
2 280 — 380 85 Lube 
3 350 — 460 85 Bunkers 
5 435 — 620 85 Clean products only 
8 425 — 620 85 Clean products, solvents and 


petro-chemicals 
Facilities Available: 

Slops: No facilities available at the terminals. 

Pollution: No oil spill control equipment available at the terminals. In 
case of oil pollution, private contractors are engaged to clean up the 
area with the assistance of the fire brigade. 

Security: Terminals and berths are considered restricted areas. The 
whole area is fenced and the gates are guarded. Watchmen are 
available and are considered essential by local Agents. 

Safety: Fire fighting truck/boats are available. There is no safety check 
list provided. Safety is left entirely to the ship's personnel. 


AUTHORITY: Calcutta Port Trust, 15 Strand Road, Calcutta — 700001, 
India. Tel: 2203451 (16 lines). Telex: 21-7336 Calp In. 21-7423 Port In. 


Cables: Calpotrust. FAX: 033-220-4901. Contact: Captain 
R.M. Gangahar, Director — Marine Department. 
AGENT: See “Cochin”. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle, 


CALICUT: 11.15 N. 75.46 E. 


PORT LIMITS: The seaward (Westward) limit of the port is the 9 fathom 
line. 
DOCUMENTS: 

Register. 

Articles of agreement in the case of foreign-going vessels staying in 

port for more than 48 hours. 

Nominal list of crew and passengers and the A & B Certificates. 

Bill of Health in the case of a vessel arriving from an infected port. 

Clearance from last port. 

Port and Light dues receipts. 

Vessel’s manifest and any other document, which may be necessary. 
PILOTAGE: No pilotage available. 

ANCHORAGE: Anchorage is about 3 miles offshore with Calicut 
arouse bearing 078° (T), in depth of 10.0 m. Mud — good holding 
round. 

EALTH: In the case of all infected vessels Health Officer proceeds 
aboard, and in the case of all other vessels Health Officer may proceed 
on board and examine vessel. Master shall give every facility for 
examination of passengers, crew, personal effects, cargo, provisions, 
water-supply and any part of vessel Health Officer considers necessary 
to examine. Health Officer may require written declaration from Medical 
Officer (if any) of vessel or from Master (or from both) stating whether 
any death or sickness from an unknown or suspicious cause or any 
case of any disease occurred on board either during voyage or before 
departure, and whether any unusual mortality has been observed among 
rats on vessel. If Health Officer satisfied that such deaths or cases of 
sickness as may have occurred were not due to any of diseases 
specified he shall permit vessel to proceed to usual place of anchorage 
or berth in harbour and to discharge passengers and cargo without 
further restriction. Inspection by Health Officer not between sunset and 
sunrise except in unusual circumstances. 

RADIO: Messages through Cochin Radio or Mangalore Radio. 
SIGNALLING: The signal station is situated North of the lighthouse and 
is manned 24 hours a day. Station on VHF Channel 16. 

TUGS: 2 motor tugs for towing lighters. 

BERTHING: No berths, only one pier. 

CRANES: Fixed wharf cranes with capacity of 3 tons — 5 tons on the 
South Pier. 

STEVEDORES: Arranged through Agents and stevedore contractors. 
MEDICAL: General Hospital and Medical College Hospital situated 
about 0.5 miles and 5 miles away respectively. 

DENSITY: Sea water — 1025. 

FRESH WATER: Can be supplied by port tug, max. 15 tons per day. 
FUEL: Available. Small quantity of 30 tons can be provided, 48 hours 
notice required. 

CONSULS: None. 

REPAIRS: No facilities. 

DRY DOCKS: None. 

SURVEYORS: The Port Officer at Calicut undertakes private surveys. 
CERTIFICATES: 

Registry. 

Radio Telegraphy. 

Safety Equipment. 

Load Line Certificate. 

Certificates of Competency of Master and other officers. 

AIRPORT: Calicut Airport 25 km. from port. Daily flights to Bombay, 

Madras and Bangalore, and international flights to Gulf countries. 

TIME: GMT plus 5.5 hours. 

HOLIDAYS: Holidays declared by the State Government are holidays 

for the port. Cargo work can be arranged on holidays. 

FIRE/AMBULANCE/POLICE: Police 100; Ambulance 101; Fire 102. 

SHORE LEAVE: Permitted. 

IDENTIFICATION CARDS: Necessary. 

GENERAL: Ship-to-shore signalling is normally by morse light. When a 

brett. is at anchorage, VHF service can be obtained with the Signal 
tation. 

Charts: Indian Charts No. 22, 259 and 2053. 

DEVELOPMENTS: Port of Beypore has been declared 10th wharf of 

Calicut. Vessels with a maximum draft of 4.0m. can be berthed 

alongside wharf. The port has two breakwaters at the mouth. Two 

navigational guide lights are provided at the tip of the breakwater. An 

additional wharf is under construction. Increasing depth in the harbour 

is under consideration (See “Beypore’”’). 

AUTHORITY: Port Officer, Port Office, Calicut. Te/: 55604 (Office), 

365725 (Residence). Cables: Cyclone, Calicut. Contact: Captain 

C. Ramachandran, Port Officer. 


COCHIN: 09.58 N. 76.15 E. (See Plan) 


PORT LIMITS: Seaward Limits: 9 nautical miles Westwards between 
the following 2 positions: 
(a) Lat. 10° 02’ N., Long. 76° 03’ 27” E. 
(b) Lat. 9°55’ N., Long. 76° 06’ 00” E. 
DOCUMENTS: 
7 Crew Lists. 
7 Passenger Lists. 
1 Last Port Clearance. 
4 Stores Lists, including List of arms and ammunition. 
5 Passengers’ and Crew Personal Effects Declarations. 
4 Cargo Manifests. 
3 Cargo Certificates. 
3 Deck Cargo Certificates. 
3 Opium Certificates. 
3 Currency Declarations. 
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PILOTAGE: Berthing arrangements, booking of Pilot, etc., noms 
done by Agent. Advisable send ETA messages at least 48 
advance to Agent. Amendments to ETA messages must be SEN at ig 
12 hours in advance. ETA messages may also be sent to Harte, 
Master, Cochin Port Trust. Messages should contain time ANd daty 
arrival at Outer Roads in IST and also draft fore and aft (in salt wae 
30 minutes before arrival at Fairway Buoy the Port Coniro) bo 
contacted on VHF for instructions. ’ 

No Pilot vessel on station in Outer Roads. A pilot boat with Td by 
and white superstructure exhibiting the normal International Pilot Sey 
comes out to Outer Roads for embarking and disembarking Pilots. 
special light or sound signal need be made for Pilots. All ships aWaty, 
Pilot in er Roads must have engines ready at all times to ey 
harbour (unless instructed otherwise). Masters should ensure the 

pilot ladder with 2 manropes is lowered about 2 ft. ’ 
lor embarking Pilots. Also while embarking Pilot, lifebuoy must De hap 
handy, and a good lee given. Pilots must be escorted from and to 
an to the embarkation deck. Also see “Restrictions”. 
ANCHORAGE: Cochin Roads is open anchorage with good hold 
ground of oily mud. Masters are required to anchor vessels in Wesie. 
area from North to South of Fairway Buoy within radius of 0.5 Mie, 
Deep-drafted vessels may anchor in a Westerly direction from Faire: 
Buoy within a distance of 0.5 to 1 mile. To facilitate entry and depans 
of deep-drafted ships, Masters not to anchor in line with direction of m, 
channel, Westward of Fairway Buoy. 
RESTRICTIONS: Unless otherwise specifically instructed, vessels » 
to enter main channel at any time without Pilot on board. Pilotag 
compulsory for all vessels over 100 tons gross. No night entry for ong 
oil tankers. 
Draft Restrictions for Tankers in Ballast: The Cochin Port Trust by 
recently issued the following notice regarding draft restrictions > 
tankers. 
Tankers less than 500 ft. in length: 

Minimum x 14 ft. + 2 ft. (and trimmed by stern). 
. 16 ft. 
Tankers between 500 ft. and 700 ft. in length: 
Minimum F. 16 ft. + 2 ft.. 
A. 20 ft. 

Tankers over 700 ft. in length: Draft should not be less than 16 ft. forwe: 
and 20 ft. aft (as for ships between 500 ft. and 700 ft.), but not mo» 
than 28 ft. draft. 
MAX. SIZE: LASH ships of about 900 ft. LOA are being handled: 
Ernakulam Channel. Draft for such ships is limited to 32 ft. salt wax 
Ships of up to 550 ft. in length are accommodated at Mattanchen 
Wharf. 

Tidal Conditions: In Cochin Port ebb and flood begins to run 2 to2! 
hours after HW and LW. During monsoons, freshets are encountes 
and there may not be any flood for several days. 

New Tanker Berth: Max. size 115,000 d.w.t. with part cargo. Max. de 


35 ft. 
PRATIQUE: When a ship arrives at an Indian port, the Pilot who boat 
to bring vessel into harbour is authorised to give Free Pratique to healh 
ships. The only exception to this procedure is if a vessel is arriving? 
India within 30 days of calling at ‘Yellow Fever port’ the vessel is pu 
uarantine and she is granted Free Pratique only after the Port Heat 
icer has boarded and satisfied himself that all persons on board # 
in possession of valid certificates against Yellow Fever and at 
conducting Mosquito Survey. 

Once a ship has been granted Free Pratique at an Indian port tt 
not necessary to apply for Pratique at any subsequent Indian por st 
may proceed to which is automatic Pratique. 

Part |. The complete message comprises two parts. The first p# 
embodying the code group on page 126 (Radio Quarantine Repot 
from ships at sea e.g. ZS, ZT, ZU, ZV, etc. 

Part Il. The second part is in plain language and the follow 
information must be given: 

A. (i) Expected time and date of arrival in the port. 

(ii) List of ports of call with dates of departure within 30 days pen 
prior to arrival at the Indian port. 

OR 


‘Called at' ‘not called at’ any port in West Coast of Africa from Senet 
to Angola and Ethiopia, Somalia, Kenya or Tanzania, Brazil, Peru 
any other countries North of these in South America including Trind# 
Tobago, Venezuela, Panama, Surinam, Guyane, Guatemala, Bol 
Belize, Colombia, Costa Rica, Ecuador, Guinea, Nicaragua, etc. Ww 
30 days. 

(iii) Whether any monkeys on board. 

(iv) Whether any person/crew taken aboard at Djibouti or Aden (** 
ship has touched either of these ports). 

(v) Number of crew and vaccination status. ; 

(vi) Maritime Declaration of Health Questions. Whether negative T 
or positive (indicated by compliments — ‘ZU') as the case may be. 

(vii) The message must finally embody the phrase ‘Request fa 
Pratique’. , 

B. Additional information: Name of Agent. Request for Fé 
Pratique’ must also include the name of the ship's Agent 0 ™ 
quarantine message. The message should be sent when the vessé ! 
not more than 12 hours and not less than 4 hours from the Indian 
If the expression ‘Request Radio Pratique’ is not used but the con® 
message outlined above has been sent in that specific form f* 
Pratique will be granted by the Pilot provided that ‘all is well’ a0® 
The message should be complete, timely and specific otherwise 
Pratique cannot be granted. i 

In addition to the quarantine message the Maritime Deciarat® 
Health must always be completed and presented to the Pilot, Port Hee 
Officer or other authorised person immediately on arrival. On 
of Maritime Declaration of Health if it is found that quarantine 
sent by the Master of ship is defective then Port Health Officer hé 
right to cancel the Radio Pratique granted earlier. 
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Health Officer usually inspects all incoming ships coming from 
pot to Indian ports and also carries out health and sanitary 
weg? and if satisfied gives Free Pratique on board the ship and 
ern” clearance to sail out from Cochin port. 
oeesiMasters are requested to check this information with the Agents 
Indian ports and advise us without delay, if these instructions 
*"y yariance with local requirements. 
yeat " 
: Reservations for India: 

: Ships having other infectious diseases besides diseases subject to 

regulations, @.9., Chickenpox, Measles, Mumps (Epidemic Pariotitis), 
bed nal Meningitis, Whooping Cough, Malaria, Paralytic 
5 \itis, Influenzal Pneumonia or any crew/passenger having 
enperature of 100°F or more for more than 2 days which is 

ied by rash, jaundice, glandular swelling or diarrhoea severe 
to interfere with normal activities should inform ‘Quarantine’ 
sachin by message and to be brought in under QQ flag in day time and 
ad and white ede at night. Port Health Officer will board such ships 
wd grant Free Pratique after observing health formalities. 

» Ships having passenger/crew originating from or embarking at ports 

Djibouti, Massawa, Aden or Yemen and arriving within 14 days of 

e from the said ports should inform ‘Quarantine’ Cochin and the 
spp to be brought in under QQ flag. Port Health Officer will board such 
gps and grant Free Pratique after observing all health formalities. 

3 Healthy ships touching Aden or Djibouti and coming to Indian ports 
whin 6 days without any passenger or crew embarking at Aden or 
pjpouti, should hoist ‘Q' flag on approaching the port limit. The boarding 
pit in such cases shall grant Free Pratique to the ship. 
| ers or crew embarked on a ship either at Aden or Djibouti 

and the ship arrives at Indian ports within 6 days, such ship is required 

» hoist ‘QQ' flag and Port Health Officer is to board the ship to eliminate 

oe nsk of Yellow Fever and grant the ship Free Pratique. 

Master of such ships should send quarantine message to the Port 
wealth Officer before arrival at the port. This message should be sent 
sot more than 12 hours and less than 4 hours before arrival. 

4. Ships carrying monkeys from Yellow Fever area and coming to 
odian ports within 31 days to be brought in under ‘QQ' flag and Master 

| suid send quarantine message positively. Port Health Officer will 
soard such ships and grant Pratique after observing health formalities. 

5. Any ship carrying dead body, Master should send cable. Port Health 
Officer will board the ship to investigate the cause of death whether due 
any diseases subject to the Regulations. 

RADIO: Cochin Radio keeps listening watch on 500 kHz, 24 hours a 
day (HF does not work). MF and RT is low powered and is reported to 
have a range of less than 300 km. ETA messages may be routed through 
gombay or Madras Radio which stations are directly linked with Cochin 
ielegraphically. 
: VHF sets are installed in all port pilot launches, tugs, dredgers 
and at the Port Control Station in Harbourmaster’s Office. Channel 16 
sused for calling and Channels 14, 13, 12, 10 and 6 are available for 
communication. Ships awaiting berthing should maintain listening watch 
on Channel 16 at all times. Information regarding berthing would be 
generally available from Port Control at O600hrs., 1330 hrs. and 
1800 hrs. daily. Cochin Radio maintains a VHF service which can be 
inked to shore telephones anywhere in India. This facility is available 
ph ah a day. But is is recommended that they first be contacted on 
_ TUGS: There are 3 conventional tugs and one V.S. tractor tug in 
_ %eration in Cochin. The conventional tugs have 32 tons, 22 tons and 
'9tons bollard pull and the V.S. tug 30 tons bollard pull. Two more 
vactor tugs, each of 32 tons bollard pull, are under construction. Ship's 
‘pe may be used at the discretion of the Pilot. 
SERTHING: Generally crude tankers are berthed to ebb, and loading 
lankers to flood. Other ships depending on the draft and also to the 
Agent's requirements. 
CARGO HANDLING: Modem systems of cargo handling such as pre- 
tinging, palletisation and containerisation are commonly used. The port 
‘8s at present 24 wharf cranes with capacity varying from 3 tonnes to 

Jtonnes, 12 mobile cranes of 10 to 40 tonnes capacity, 49 forklift 
‘uks of 2 to 2.7 tonnes capacity and 1 floating crane of 120 tonnes 
@acity, 3 high powered tractors each of 180 h.p., 19 semi-trailer 
“assis, (10 with payload of 40 tons, 9 with payload of 20 tons), 2 heavy 
ay fork lift trucks with side lift attachment for handling empty containers 
805 ordinary tractors and 11 trailers for cargo handling operations. 

© are 7 general cargo wharf berths, 1 coal berth, 1 boat train pier 

*y, 3 tanker berths, 1 open berth and 2 low wharves and 11 stream 
Teorings. Ro-Ro ships and container ships are also handled. Fertiliser 
4” material is discharged at Quay 10. A grab crane which can handle 
22800 tonnes per hour is fitted at this berth. Phosphoric acid is also 

‘scharged at this berth. The South Coal Berth has been converted to 
..» ammonia gas tankers. Berths Q8 and Q9 are being converted to 
we fledged container berths. 

DICAL: Medical attention easily available in Cochin. If medical 
ee required immediately on arrival, Agent to be informed when 
Cho Ng ETA. Valid inoculation and vaccination certificates against 
“lea and Yellow Fever are essential. 

Sdical advices if required on high seas to be communicated to 

Ine’ Cochin. Harbour Master/Deputy Conservator/Agents of 

Pping Company usually arrange evacuation of serious cases for 
TANK 'sation from anchorage. 

: ERS: LOA limited to 700 ft. at North Tanker Berth and 560 ft. LOA 

h Tanker Berth. Max. draft 30 ft. 
wih N€w oil terminal can accommodate tankers up to 115,000 d.w.t. 
owns Cargo. Max. draft 35 ft. Products Handled: 1x 750 mm. line for 

- 2x400 mm. lines for furnace oil and white oils; 4x300 mm. 

© arms. Discharge rate 4,000 tonnes/p.h. 


an oe berth only on ebb tide. Ballasted or loaded tankers 
ly time. 

in oo must have fire wire fast and ready fore and aft on side 
nel. 
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STEVEDORES: Booking of gangs undertaken by Agent on receipt of 

ETA message. 

DENSITY: Varies from 1000 to 1020 depending on tidal and weather 

conditions. 

FRESH WATER: Supplied by shore hydrants at Rs. 15/Mt. and Rs. 24/ 

Mt. respectively for coasting and foreign vessels. Rates for supplying 

through barges range between Rs. 45/Mt. to Rs. 130/Mt. and Rs. 20/ 

Mt. to Rs. 210/Mt. respectively to coasting and foreign vessels according 

to the position of the vessel and the time of supply. 

FUEL: All grades fuel oils normally available. Essential give advance 

notice to Agent to make necessary arrangements. 

hte) United Kingdom, Norway, Italy and France have consuls at 
ochin. 

REPAIRS: The Cochin Shipyard now undertakes all types of deck and 

engine repairs. 

In addition there are various other workshops who undertake engine 
and deck repairs. Exciusive surveyors to Lloyd’s and non-exclusive 
surveyors to other classification societies are also available for hull/ 
engine surveys. Repairs to radio, radar and other electronic equipment 
can also be arranged. 

DRY DOCKS: Port dry dock can handle ships of up to 217 ft. LOA. 
However, not normally available for foreign craft. 

The Cochin Shipyard dry dock can accommodate ships of up to 
100,000 d.w.t. with max. size of ship up to 257 m. length and 38.5 m. 
beam. The dry dock entry draft permitted is 6.5 m. 

GANGWAY/DECK WATCHMEN: Watchmen available at nominal cost. 
Recommended nh rai Hynes a at gangway, on deck and in holds. 
OPENING/CLOSING HATCHES: Opening hatches normally done by 
stevedores. Topping derricks and removing locking arrangements on 
hatches must be done by ship's personnel. 

CARGO GEAR: All cargo gear must have valid test certificates and all 
other fact act requirements must be complied with. 
REPATRIATION: Crew changes are carried out in this port. The Agents 
execute a bond before the Shipping Master before disembarkation. 
Repatriation undertaken by the Agents as mentioned in the said bond 
as well as general bond executed by them in Port Registration Office. 
Permission to enter India, travelling within India to the International 
airport through which they are leaving India and permission to leave 
India through Cochin port are being given by the Port Registration Office. 
AIRPORT: Airport about 2 miles from harbour area. Cochin Airport 
handles internal flights only. 

TIME: GMT plus 5.5 hours. 

HOLIDAYS: Closed holidays: Republic Day (26th January); 
Independence Day (15th August); Gandhi Jayanti (2nd October); 
1st May and 25th December. 

FIRE/AMBULANCE/POLICE: Willingdon Island Fire Station 6555; 
Willingdon Island Police 6005. 

TELEPHONES: Arrangements can be made for telephone connections 
on board ships on wharf berths only. 

SHIP SUPPLY SERVICE: “Ship Supply Service” is functioning at 
Cochin port. The Agents of the vessel arrange ship-to-shore transport 
of personnel and/or essential stores and/or sick crew members, etc., 
whenever such services are required. Usually, vessel’s Agent gets this 
work after securing necessary clearance from the concerned Authorities 
and these are arranged through their ship chandlers or other contractors 
as the case may be. In cases of such emergencies, helicopter services 
are arranged by the local Agents with the Naval Authorities in Cochin 
with the assistance of the Port Health Officer stationed in the area. 
SHORE LEAVE: Temporary landing permits are issued to foreign crew, 
subject to restrictions as per Government orders, if any. 
IDENTIFICATION CARDS: Shore passes (temporary landing permits) 
are being issued. Seaman's Books cannot be used by foreigners unless 
with Immigration stamp. 

GARBAGE DISPOSAL: No service available. 

WASTE OIL DISPOSAL: No service available. 

SEAMAN'‘S CLUBS: Club located 1.0 km. from wharf. 

GENERAL: Floating crane 120 tons, fire float. 

DEVELOPMENTS: One of the existing berths (Q-9, length 414 m.) is 
being converted into a fully fled container berth. Necessary 
infrastructure facilities like hard-surfaced area, lighting, power plug 
points, container freight station, etc. have been provided. Tractor- 
chassis, trailers, heavy duty fork lift trucks, etc. to handle 40 ft. and 20 ft. 
containers have also been provided. Four transfer cranes have been 
installed in the stacking yard, and 2gantry cranes are under 
construction. Steps have already been taken to provide quayside gantry 
cranes at the wharf in order to provide fully fledged container terminal 
facilities for handling cellular container ships at the port in view of the 
rapid increase of container traffic. 


SHIPMASTER’S REPORT: August 1979. 

Hatches: Beams and hatchboards by stevedores and the remainder by 
ship's crew. 

Stevedores: 1st shift 0800 — 1700 hrs., 2nd shift 1800 — 0300 hrs. 


AUTHORITY: Cochin Port Trust, Willingdon Island, Cochin 682009. 
Tel: 6871. Telex: CN-203. Cables: Portrust. 


Contact: Tel. No. Tel. No. 
Office Residence 
Chairman 6286 6400 
Deputy Chairman 6592 6420 
Deputy Conservator 6417 6002 
Harbour Master 6410 6859 


AGENT: G.A.C. Shipping (India) Pvt. Ltd., P.O.B. 515, (GAC House, 
Subramanian Road, Willingdon Island), Cochin 682003, India. Tel: (91- 
484) 667066, 668372, 667765. Telex: 8856537, 8856549 GAC IN. 
Cables: “Confidence”, Cochin-3. Fax: (91-484) 668388. 
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COONDAPUR (Kundapura): 13.37 N. 74.40 E. 


DOCUMENTS: 

Inward Report. 

Valid Certificate of Safety. 

Radio Telegraphy. 

Safety Equipment. 

Safety Construction. 

Crew List. 

PILOTAGE: Optional. Vessels call at this Port for carrying ore cargo 
and anchor at open roadstead at a distance of about 1.25 miles to 5 miles 
depending upon their draft in a holding ground of sand and mud. The 
Agent of the ship bound for this port reports the vessel's ETA in advance. 
In the ETA message the name of the vessel, date and time of arrival 
are included. 

ANCHORAGES: Good anchorage in depth over 8 fathoms at a distance 
approximately 5 miles from the channel bar. 

Tippu Sultan Gudda Light bearing 053.5°(T) and Kodi Light bearing 
080.5°(T). The Northern approaches to the Port area is rocky and the 
safest approach to the anchorage is from the South. Tidal range is 5 ft. 
Depth at bar 7 ft. at LWOST. 8 ft. — 10.5 ft. during HW. 
RESTRICTIONS: No restrictions except that vessels calling at the port 
anchor at open roadstead. 

MAX. SIZE: Vessels of smaller draft can anchor in 9 fathoms of water. 
HEALTH: The Assistant Surgeon, Government Hospital, Kundapura is 
the Port Health Officer at the port. 

RADIO: There is no radio station at the port. The nearest wireless station 
is at Mangalore and its call sign is “VWL”. 

VHF: Not available. 

TUGS: There are 2 tugs/launches for towage service of sailing vessels 
and for special trips. 

BERTHING: No berthing facilities available for ships. 

1 wharf of 300 ft. in length with small stocking area. 

1 RCC sheet piled wharf of 700 ft. length with vast stocking area duly 
electrified and a stocking platform of 180 ft. length are the only shore 
facilities at this port. 

CRANES: None. 

BULK CARGO FACILITIES: None. 

STEVEDORES: Advise well in advance of ETA to shippers in order to 
arrange shore loading. Main cargo — ore. 

MEDICAL: No advance notice except in case of serious illness to be 
included in arrival message. Hospital facilities available at Kundapura. 
TANKERS: No facilities. 

FRESH WATER: No facilities for supplying water to vessels are 
available. Sailing vessels crew draw their requirements of fresh water 
from nearby wells. 

FUEL: For ocean going vessels, there is no bunkering facility. There 
are oil depots at Ganguli, Kundapura from where High Speed Oil can 
be supplied to small vessels in drums. 

CONSULS: None. 

REPAIRS: Small workshops where repair work for fishing launches, 
barge, etc., are undertaken. 

DRY DOCKS: None. 

SURVEYORS: Ship surveyors of Mercantile Marine Department at Goa 
pes soit are available. Private Surveyors are available at Mangalore 
and Goa. 

OPENING/CLOSING HATCHES: Usually by ship's crew. 

CARGO GEAR: No shore facilities. Ships anchor at open roadstead 
and load cargo by ship's gear. 

REPATRIATION: No facilities. 

AIRPORT: Nearest airport is at Bajpe which is situated 73 miles South 
of the port. 

TIME: GMT plus 5.5 hours. 

HOLIDAYS: Holidays declared by the Collector of Customs, Bangalore 
are followed at the port. 

POLICE/AMBULANCE/FIRE: Pilot station is located at nearby 
Kundapura Town, Tel: 338. Ambulance facilities available at 
Government Hospital and Private Hospitals at Kundapura. Fire station 
available at Udipi 37 miles South of this port. Tel: 8333. 

A agers No arrangements exist for placing telephones on board 
the ship. 

SERVICES: No facilities for ocean going vessels. 

BANKS: Syndicate Bank and Canara Bank, Ganguli, Kundapura Taluk, 
South Kanara Dt., S. India. No telex facilities. 

SHORE LEAVE: Crew members are allowed ashore subject to Customs 
formalities. 

IDENTIFICATION CARD: Seaman's Book is sufficient and shore passes 
are issued by Customs. 

cr bg Delays in loading can normally be expected during bad 
weather. 

GENERAL: The Port of Coondapur is a riverine port which is seasonal. 
Open for traffic from 15th September to 15th May every year. Port is 
situated at the confluence of the Hadi and Chakianadi rivers at Ganguli 
village. The Port is 60 miles North of Mangalore which is the nearest 
railway head. 

Charts: B.A. Chart No. 745. Indian No. 2019. 

AUTHORITY: Port Officer, Kundapura, Ganguli P.O. Pin Code 576216, 
Karnataka, India. Tel: 72 and 75 Ganguli. Contact: Captain H. 
Virendranath, Port Officer. 
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CUDDALORE: 11.43 N. 79.46 E. 


DOCUMENTS: 

8 Crew Lists. 

8 Passengers Lists. 

3 Forms of Import Manifest of Stores. 

3 Lists of articles in slop chest. 

3 Private Property Declaration of Crew. 

3 Manifests. 

3 Bills of Lading. 

PILOTAGE: No pilotage. Open roadstead port. 

ANCHORAGE: Vessels anchor in 5 to 7 fathoms with 
lighthouse bearing 265° to 295°, which is most convenient anchor 
for oe with shore at all seasons of year. Nature of boty, 
sand. 

Explosive Anchorage: An area of 0.5 miles radius from the pos», 
Lat. 11° 48.80’ N., Long. 79° 49.42’ E. has been designate, , 
anchorage of handling dangerous goods at Cuddalore port Vesu. 
should enter this area for specific purpose of handling dangerous go 
New Lighthouse Position: Lat. 11° 42’ 21" N., Long. 79° 46' 36"— 
param y ct No restrictions regarding entry of vessels uring & 
or night. 

MAX. SIZE: Any size of vessel handled. 

HEALTH: On arrival, Master to signal Port Health Officer stating allo» 
well and requesting Free Pratique. In event of any crew mem) 
suffering from suspected infectious disease, Master to advise 
sufficiently in advance to enable Port Health Officer to board vessel, 
arrrival. No Free Pratique necessary whenever vessels call from anoty 
Indian port. 

RADIO: No radio station. Cables routed through Madras Radio (call sp 
VW»), 72 hours prior to arrival. 

VHF: Cuddalore Port on Channels 16, 12 and 14 from 0600 hr 
1000 hrs. and 1500 hrs. — 1900 hrs., except on Saturdays, Sundays » 
Government Holidays. 

TUGS: There are two tugs available. The tugs are utilised for tows 
the lighters between ship to shore and vice-versa. 

BERTHING: No berths. 

Lighters: About 153 lighters owned by private individuals are operaty 
for transporting cargo between ship and shore and vice-versa x 
handle 2,200 tonnes in total for a round trip. 

Barges: 1 steel barge of 50 tons capacity available for lighter 


purposes. 

Railway Sidings: Metre gauge railway line from Cuddalore Juncy 
is extended upto the wharves at the port to facilitiate easy movene 
of cargo from the port. 

Cargo Shed: 3 covered cargo sheds with plinth area of 720 sq.m ex 
are available. 

Storage capacity 1,700 tonnes. 2 open transit cargo sheds with pirt 
area 293 sq.m each are available, storage capacity 500 tonnes. 
BULK CARGO FACILITIES: Open roadstead port. Vessels ancho: 
5 to 7 fathoms at a distance of 1 mile from the port. Cargo is bey 
handled by means of lighters. There are 6 wharves for landing a 
shipping of cargo from lighters. Total length of wharfage with platior 
is sss m. Total length of jetties 460 m. Depth alongside of 1.8m: 
MLWST. 

CRANES: 1 ‘Coles’ 10 ton capacity mobile crane has been purchass 
for handling cargo in this port. This is a diesel electric crane. 
STEVEDORES: ETA advice required 72 hours in advance to enat 
stevedores to make adequate arrangements for handling cargo. 

1. M/s Galaxy (Cuddalore) Agencies, Cuddalore Port. Tel: 20092. 
2. M/s Senthil Traders, Cuddalore Port. Tel: 22385, 22531. 

3. M/s Combined Freight Forwarders Ltd. Cuddalore. 

4. M/s Adithya & Co., Cuddalore Port. 

5. M/s Prasath Enterprises, Cuddalore Port. Tel: 22314. 
MEDICAL: No advance notice required unless vessel arrives with of 
member requiring immediate medical attention. Seamen can be treat 
at Municipal Dispensary at Old Town near port and also at Governm 
headquarters hospital in charge of District Medical Officer at New Tor 
about 6.5 km. from port. 

DENSITY: Density of water 1024 — 1025. State of tide does not aft 
density. 

FRESH WATER: 1 steel water barge of 50 tonnes capacity is availa 
for supplying fresh water to vessels in the Roads. 

FUEL: None. 

FIRE PRECAUTIONS: Smoking is strictly prohibited in transit she 
wharves, godowns and on board vessels. Smoking is also prohibited * 
any areas where gasoline or similar materials are being handled. 
CONSULS: None. 

REPAIRS: Minor repair facilities available. 

GANGWAY/DECK WATCHMEN: Services of watchmen recomme® 
in interest of ship to avoid pilferage. 3 watchmen night and day pe’ 
of 8 hours. 

OPENING/CLOSING HATCHES: By stevedores. 
CERTIFICATES: 

Ship's Register. 

Load Line Certificate. 

Safety Equipment Certificate. 

Safety Construction Certificate. 

Safety Radio Certificate. 

Derat Certificate. 

Last Port Bill of Health. 

Last Port Clearance. 

CUSTOMS ALLOWANCES: Tobacco, 200 cigarettes permitted fore 
crew member to be held out of bond. Wine/Spirit, 1 open quart i# 
per crew member permitted to be held out of bond. 

CARGO GEAR: Register of cargo gear and machinery to be maint 
up to date and to be attested by competent authority. P 
REPATRIATION: Facilities exist for effecting crew changes 
arranging necessary repatriations. 


: Nearest airport at Madras, distance 180 km. 

an . GMT plus 5.5 hours. 

9AYS: Cargo work arranged on all holidays except Republic Day, 
~andhi's Birthday, Pongal, Karinal, Masimagam, Pennayar Festival, 
ependence Day and vali, on payment of overtime. 
POLICE/AMBU: NCE/FIRE: Tel: Police 2024; Fire and Ambulance 99. 
gERVICES: Cleaning of hatches after discharging cargo available. 
SHORE LEAVE: Crew members permitted to go ashore within municipal 


SexnFICATION CARDS: Needed. 


aE ark of India, Cuddalore Port. 
indian Overseas Bank, Cuddalore Port. 
indian Bank, Cuddalore Port. — 
GARBAGE DISPOSAL: Not available. 
OIL DISPOSAL: Not available. 
AN’S CLUBS: None. 
ENCY: Indian Rupee. 
DELAYS: No delay of anchoring of vessels. Cargo work carried out 
day. No night work. 
SENERAL: Private launches arranged for purposes of crew going 
ashore. Such launches ply between 0600 hrs. and 1700 hrs. Laundry, 
ions, etc., can be arranged. 
AUTHORITY: Government of Tamil Nadu, Tamil Nadu Port Department, 
Sate Port Office, 56 Chamiers Road, P.O.Box No. 2179, Raja 
jnnamalaipuram, Madras 28, India. Contact: Captain |.V.G. Prasad, 
State Port Officer. Tel: 457994 (office), 459588 (personal). 
Port Officer, Cuddalore. Tel: 22025 (office), 20059 (residence), 22026 


personal). 
AGENT: See “Cochin”. 


DAHEJ: 21.43 N. 72.35 E. 


SHIPMASTER’S REPORT: March 1987. 


DOCUMENTS: 
Clearance from Last Port. 
2 copies Ship's Stores List. 
2 copies Crew Personal Effects List. 
6 copies Crew Lists. 
Cargo Manifest. 
PILOTAGE: Optional. The Assistant Port Officer acts as Pilot. Masters 
are advised to approach/anchor during daylight hours. 
ANCHORAGE: Vessel anchors with Luhara Point Lt. (21°39.5’ N., 
72 33' E.) ort 137° T, 5.3 miles off. Anchorage marked on chart. 
Cable “APO DAHEJ” via Bombay Radio at least 24 hours prior arrival 
for pilotage if required. Vessels should approach the anchorage during 
slack water (20 minutes after Bhavanagar) and bring up the vessel on 
por anchor with about 6 shackles in water. Holding ground is good. 
Vessel may drop starboard anchor underfoot. Depth about 16 m. at chart 
datum. This is a tidal port and currents are up to 5 knots during Springs. 
MAX. SIZE: No restrictions. 
HEALTH: Cable “APO DAHEJ” and “PORTAL BHARUCH” via Bombay 
Radio for Free Pratique. Pratique normally granted on anchoring. 
RADIO: Bombay Radio (VWB) or Bhavanagar Radio (VUJ9). 
YHF: Vessels should contact Bhavanagar Port Control and Dahej Port 
on Channel 16 for anchoring instructions at least 2 hours prior to arrival. 
dehej Port maintains a listening watch on Channel 16 from 0930 hrs. — 
1230 hrs. and 1530 hrs. — 1900 hrs. (local time). 
SERTHING: Discharging: The port is solely used for unloading bulk 
tetilisers. At present there are 3 self-propelled barges, each of about 
80 tonnes capacity. These barges come alongside during high water 
nd leave at the next high water. 
_ Discharging done manually using ship’s gear and a rate of about 
300 tonnes per day can be obtained on the basis of 4 working hooks 
during Springs. 
Receivers of the cargo are Gujarat Narmada Valley Fertiliser 
ration, Bharuch. 
9 EDORES: Only one stevedoring company available, M/s Ocean 
hipping Services, Bharuch (Cable: “Oceanship Bharuch”). Only one 
Vessel at a time permitted to work in this port. The port does not handle 
ny discharging from April to September. The shore labour which boards 
wencese Stays on board until completion. 
e DICAL: No facilities. Under exceptional circumstances, emergencies 
4y be arranged from Bharuch through the Agent. Advisable to inform 
nt — in advance. 
: 1024 (approx.). 
Ha WATER: Extremely difficult to obtain. Small quantities (10 
S—15 tonnes) may be obtained after arrangements made with the 
ay acores who are the owners of the self-propelled barges. Vessels 
PUL ey advised to arrive with sufficient fresh water for their stay. 
CONS Not available. 
REP ULS: None locally. 
AIRS: No facilities at present time. 
YORS: None locally. wo) be arranged from Bombay. 
KATE WAY/DECK WATCHMEN: Not required. 
cusmtes: Opening/closing by ship's crew. 
OMS ALLOWANCE: Standard allowance for Indian ports. 


REPATRIATION: Not possible at present. Under consideration by the 


PORT : Nearest is Vadodara (formerly Baroda), which is about 
Tie, (stant. Daily flights to Bombay. 
‘Indian Standard Time (GMT plus 5.5 hours). 


a 


INDIA 


HOLIDAYS: In accordance with other Indian ports but work can be 

arranged a holidays. 

SHORE LEAVE: Not permitted under normal circumstances, this also 

includes Indian nationals. 

GENERAL: Provisions are expensive and difficult to obtain. 

fad gt AL The Assistant Port Officer,Gujarat Maritime Board, Dahej 
‘ort. 


AGENT: See “Cochin”. 


HALDIA: 22.00 N. 88.05 E. (See Plan) 


Subsidiary deep water modem dock of Calcutta, situated on West bank 
of Bp ta River and 56 miles downstream of Calcutta. 
DOCUMENTS, PRATIQUE: All general information; refer to “Calcutta”. 
RESTRICTIONS: The lock entrance lead-in jetty — 1,010 ft. (307.84 m.). 
Lock: 985.5 ft. (300.38 m.) long and 130 ft. (39.62 m.) wide. Ships up 
er of 885 ft. (269.75 m.) can be safely accommodated at Haldia 


MAX. SIZE: Capital dredging in by ima channel is in progress and the 
results being constantly reviewed. Currently actual drafts as per draft of 
the day. Draft forecasts are issued 6 weeks in advance. 

TUGS: 5 tugs available. 

BERTHING: 

1. Satish Samanta Oil Jetty (Berth No. 1): Berth to provide berthing 
accommodation for super-tankers with LOA of approximately 780 ft. and 
draft up to 35 ft. 

See “Tankers” and “Developments”. 

2. A Finger Jetty — equipped with grab-bridge crane capable of 
transferring salt, rock phosphate and other bulk cargo from ship to barge, 
or vice versa at an average rate 5,000 tons per day. 

3. A Coal Berth length 270 m. with depth alongside of 45 ft. is capable 
of loading bulk carriers of the 60,000 d.w.t. class. Mechanical plant 
capable of loading conventional ships and bulk carriers at a designed 
rate of 2,000 tonnes/p.h. 2 wagon tipplers, capacity 1,500 tonnes/p.h.; 
1 conveyor belt; 2 stacker-cum-recilaimers — stacking capacity 1,500 
tonnes/p.h. Reclaiming capacity 1,000 tonnes; 2 Shiploaders, capacity 
1,500 tonnes/p.h. per loader. 

4. An Ore Berth — rate of loading 5,000 t.p.h. and with provision for 
increasing to 8,000 t.p.h. Accommodation for carriers up to 80,000 d.w.t. 
21,500 ton wagon tipplers, 4 stacker-reclaimers with capacity 1,500 
tonnes/p.h.; 2 shiploaders, capacity 3,000 tonnes/p.h. This berth can 
also handle tankers. 

5. A Fertiliser Berth — for ships up to 50,000 d.w.t. class. 

Mechanical plant for rapid mechanical discharge of finished fertiliser, 
rock phosphate, sulphur, etc., from bulk carriers and conventional ships 
at a designed rate of 1,400t.p.h.; 1 conveyor belt, 1,300 tonnes/hr. 
capacity can be extended up to the Fertiliser Factory; 2 ship unloaders, 
capacity 700 tonnes/p.h.; covered pops. + for 30,000 tonnes (with 
provision for increase to 60,000 tonnes in future) and open storage for 
15,000 tonnes, (with provision for increase to 30,000 tonnes in future). 

6. Two general Cargo Berths — each with a quay of 720 ft. and 120 ft. 
wide and back-up area of 18 acres. Both will have adequate cranage, 
latest in cargo handling machinery and direct rail-road facilities. 

7. Container Terminal: The first fully-fledged container terminal in 

India with portainer crane (30 ton Paceco) for handling containers into 
or from ships. Back-up area 180,000 sq.ft. (16,722 sq.m.) providing 
storage space for over 1,000 containers at a time. Equipped with one 
os Siege transtainer crane capable of serving beth rail and road 
vehicles. 
TANKERS: No. 1 Oil Jetty extends 180 m. into the deep water channel. 
The maximum velocity of current during ebb tide is 6 knots. During period 
March to June, Northwesterly squalls frequently blow up on inshore side 
of tankers moored at No. 1 Oil Jetty, with reported wind speeds of up 
to 90 km./hr. 

Vessels are programmed to berth on HW (daylight only) and port 
anchor is used to swing vessel for starboard side berthing. The flood 
stream continues to run 1.5 hours after HW and this provides sufficient 
time for safe mooring operations. 1 tug is in attendance when mooring. 
Although there is a hose handling gantry, it is not used during discharge 
as the hoses are reported to kink when excessive ranging occurs. 

In view of the jetty being located in an area where strong tides are 
experienced, vessels are required to have the following moorings: 


Forward — 5 head ropes Aft -— 5 stern ropes 
— 3 breast ropes — 3 breast ropes 
— 3 back springs — 3 back springs 
This gives a total of 22 moorings. Doubling up of mooring ropes is 


acceptable to provide the above requirement provided all ropes are in 
good condition and of sufficient length to reach the shore bollards. After 
the vessel has been securely moored, ropes are turned over and the 
opposite eye is sent ashore. Mooring wires may be used as back springs. 
In the final mooring position, the drift (distance fairlead to shore 
bollards/hooks) for the various moorings is a as follows: 
Head and Sternlines: Approx. 240 ft. (73 m.) 
Breastlines F & A: Approx. 125 ft. (38 m.) 
Springs F & A: Less than breastlines. 
Above drifts apply to a ship with LOA 560 ft. (170.7 m.) 
Hose Connections: Midships. 
Shore Line System: Handles white oils, fuel oil and crude oil. 30 in. 
crude line with 3x12 in. connections on jetty. White oil line: 200 mm. 
(8 in.) to 300 mm. (12 in.) Shore lines: 1.5 km. long. Max. back pressure 
7 bar (105 p.s.i.) Average rate 600 tonnes/p.h. (product). 
Shore Steam: No facilities. 
Bunkers/Lubricants: Not available. 
Fresh Water: Available from shore in small quantities. 
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Tank Cleaning/Dirty Ballast Facilities: No facilities. Clean ballast may 
be pumped overboard. 
General: Continuous and strict watch to be kept on vessel when 
anchored or in the berth to prevent unauthorised persons boarding. 

Due to the remoteness of Haldia it is extremely difficult to arrange the 
formalities associated with crew members joining or leaving the ship. 

In view of current and wind conditions it is recommended that a 
continuous watch is maintained to ensure that moorings are well tended 
at all times. 

Also see “Shipmaster’s Reports”. 
WASTE OIL DISPOSAL: 1x15 ki. slop tank on service platform for 
spillage from pene arms and pipelines. 

17,000 kl. tank for collection of ballast water from tankers. 
SEAMAN’S CLUBS: Seaman's Hostel, Haldia. Tel: 03224-2424. 

The facility was opened in April 1992 and provides accommodation 
for officers and crew. Shops and telephone will be provided at a later 


date. 

DEVELOPMENTS: Oil Berth No. 2 became operational in October 1991. 
Location: 470 m. downstream of Berth No. 1 (the First Oil Jetty). 
Vessel Size Acceptable: 


Maximum Minimum 
D.w.t. 150,000 tons 18,000 tons 
LOA 270 m. 140 m. 
Draft 12.2 m. 


Type of Structure: The berthing and mooring dolphins are of flexible 
type, resting on large diameter steel piles which have been provided 
with cathodic protection against corrosion. 

Distance between outer-most Mooring Dolphins: 330 m. 

Fenders: 2 Bridgestone type cell rubber fenders have been fixed on 
each berthing dolphin. 

Facilities: 5 marine unloading arms have been provided with a provision 
for an additional arm in the future. 3 unloading arms (300 mm. diameter) 
are connected to HSD, SKO, SRN and ATF pipelines. 2 unloading arms 
(400 mm. diameter) are connected to crude, FO and deballasting 
pipelines. Apart from these, there are pipeline connections for water 
supply and firefighting. 

Fire Protection System: 2 rotatable and elevating type remote controlled/ 
manually operated fire-monitors have been provided on 22 m. high 
towers on fire-monitor deck. These monitors are fed with water and foam 
by heavy duty pumps installed in the Pump House. 

Tug and Launches: 2 tractor tugs having 35 tonnes bollard pull capacity 
and one mooring launch have n ordered. 


SHIPMASTER’S REPORT: November 1984. 
Pilotage: Ensure a boat rope is rigged; of good length and well down to 
the water and Pilot comes out in a small open boat, requiring a good 
lee and about 4 knots headway. 

Also see “Calcutta”. 
Radio: See “Calcutta”. 
Tugs: Berthing at Haldia is critical in windy conditions. Tugs are under 
powered and have high freeboards. New is have been ordered. 
Present set up requires clear understanding on Pilot's side of controllable 
pitch ships where engines run continuously. Tugs slip wires 
unexpectedly on occasions. 
Tankers: Tankers are sometimes berthed on the Iron Ore Berth inside 
the locked — in dock (11 m. alongside). Good pumping rates, up to 
1,600 cu.m.p.h. Hose size 10in., up to 4 connections. No night 
movements. If dealing with the India Oil Corporation, be ready for draft 
survey, independent quantity surveyor and a “standard” letter or protest. 
Also keep to hand all bunker/water information for arrival at previous 
port through to departure from present port, for end of passage and full 
away on passage plus port consumption/iftings. 


SHIPMASTER’S REPORT: February 1994. 
The following information has been supplied by the Hoogly River Pilot, 
who also berths and unberths the vessel. 
The port is a tidal river port with strong to very strong currents, and 
is affected by cyclones when in season. 
Tankers can be moored inside Haldia Dock after passing a lock, or 
in the river where 2 jetties are built. 
We berthed at River Jetty No. 2, being the most Southward one. These 
jetties are very much affected by strong currents,.and 22 mooring ropes 
are required and doubling of ropes is permitted. 
There is no night berthing. 
The ship arrives at Sandhead Pilot Station, which is a wide open 
anchorage affected by rotary currents, which can be strong. Pilot Book 
and chart gives sufficient information on this matter. 
Ship has to anchor at Sandhead Pilot Station awaiting the tide/high 
water. 
After picking up Pilot near East Channel lightvessel, vessel proceeds 
up-river under pilotage. 
The pilot vessel (31 years in age) is cruising or anchored near East 
Channel lightvessel. See Pilot Book and chart for information regarding 
possible position of pilot vessel (depends on season). 
Communication with the pilot cutter is good, and is carried out by VHF 
Channel 16 and/or 13. 
First contact with pilot station has to be done through wireless. 
However, as ships have no wireless station these days, Agent has to 
be requested explicitly to inform Sandhead Pilot Station of ETA, fresh 
water arrival draft, etc. 
Boarding of the Pilot near the pilot vessel is carried out by small motor 
boarding launch lowered from the pilot vessel. Vessel has to approach 
pilot vessel up to 3 or 4 cables and stay in contact with pilot vessel 
regarding sabe etc. 
or safe boarding of Pilot, the following is necessary: 

(1) 2 manropes for pilot ladder. 

(2) Heaving line for hoisting some pilot equipment. He carries with him 
Indian charts which show the river depth in great detail. 
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(3) Boatrope, long enough to reach from manifold to well aft 4 
boarding ladder. Rope to be lowered in a bight just above the m 
(4) Pilot ladder (combination accommodation ladder/pilot ladder 
hang 1.0 m. above water. " 
In most cases, ships proceed up-river in a small convoy (in oy 
3 ships, of which we were the last one). This can create some tim, 
when berthing at the river jetty, as the current turns sharply and ing, 
time at the river jetty. 
Anchorages: 
(1) Sandhead Pilot Station: For awaiting high water/tide. 
(2) Sagar Roads: Occasionally ships will be moved (under Pilot 
from Sandhead to Sagar Roads and await high water/tide the, 
(3) Haldia Anchorage: This is an emergency anchorage, in CASE Shy 
arrive at tanker berth river jetties, and for one reason or 
ship is unable to berth due to a last minute change, such as vaca 
tanker unable to leave. 
There is no night berthing at Haldia. However, night movements )» 
sea up to Sagar Roads are carried out. 
Current Information: 


March/April: Current 7 knots. Ebb current weaker the 
flood current. 
July/August: Ebb current 8 knots, due to heavy rain, 
(especially August) Flood current is less. 


November to March: Current 3 to 4 knots. Night current is 
stronger. 

Cyclone season with weak tides. Howey 
a tidal surge, which can be strong. 
Normal rotary current, see Pilot Book ay 
chart for more detailed information. 
Linear current, flood tide setting N.N.E_ 
less than 5 knots. 

Current at Haldia Strong current. Anchor likely to drag, 

Anchorage: therefore constant manoeuvring require, 
Charts used: The British Admiralty Charts can be used. ever, dy 
to the numerous and very frequent changes in buoys, depths, etc., the 
charts are not updated. This is simply not possible due to the fact h 
many corrections are not passed on to the Admiralty. 

The Pilot, when boarding, has a complete set of river charts wie 
show the buoys and depths in great detail. 

Every 2 weeks, the river is sounded extensively and dredging is as 
carried out. 

However, siltation of the river is unavoidable, and Pilot considered) 

as being a lost fight, unless very modern techniques are employed. ty 
big problem delaying the dredging is the strong currents, thus dredgy 
has to be postponed for some months. 
Mooring at Haldia River Jetty: Berthing starboard alongside. Vessels 
to use 22 ropes. Fixed drum Atlas ropes are unsuitable for using 4) 
loose rope. They are too smooth and slippery, and therefore they s 
through when handled on the winch. For this reason, it is not posst: 
to get these loose Atlas ropes tight. 

Jetty No. 2 is a platform in the river. See “Plan” for moon 
arrangement. 

Mooring bollard “H” appeared rather damaged and it is not advisat 
to place 3 springs on it. However it is discussable. 

For that reason, one fixed Atlas rope had to be given out from® 
port maindeck to forecastie and leaving ship from the forecastie hex 
This was not ideal, but can be safely executed. The fixed rope couk 
kept on the drum, as using as loose rope is not possible (slips throug 

Mooring is carried out by using shore messenger attached to si! 
messenger and attached to ship's mooring rope and thus to shore # 
ship. Mooring launch is not used due to current. 

Messenger must be strong, as there is a lot of weight coming on the 
lines. Weight of mooring ropes, sinking in water and the force o ® 
mooring has to be carried out within a certain time frame, as the cure’ 
is changing quickly. 

When one is last in the convoy, this could work out unfavourable # 
to lack in time when mooring. 

Consequently any delay in mooring (parting of messengers, contust 
in understanding orders, etc.) minimises the remaining mooring tim 


May to June and 
September to October: 
Current at Sandhead: 


Current at Sagar Roads: 


If mooring should go wrong, one has to stop mooring and ancho! 
Haldia Anchorage, which is small in size and 8 knot currents # 
experienced. 


2 tugs assist with mooring but only push, do not make fast. 

Communication with tugs on VHF was not possible for one reaso"’ 
another. However, they do have a VHF set. Communication was 
through whistle signals. 

Communication with shore through VHF was good. ; 

Pilot was very competent, despite the fact that his last moorng’ 
Haldia was over a year earlier. 

The paying out of mooring ropes is time consuming. Due to the ® 
that the current starts to build up, ropes are easily twisted and will ree 
shore messed up and this delays mooring. It is almost impossible © 
the ropes straightened out again on the shore. 

Ship is requested to pay out 4 ropes at one time. However, | refuse 
as there was a shortage of manpower and to avoid messing up 
Even with paying out 2 ropes at a time, the head lines appeared” 
twisted and the operation had to start again. 

We had the bad luck during mooring operations, a heavy ra 
started for approximately 30 minutes. When this happens, the sv 
mooring gang abandons the mooring operations, which they 
did. 


The passing out and also bringing in of the ship's gangway w 
leaving is time consuming and not easy. 

If one trusts bollard “H", in respect of strength, the 3 springs for 
can be paid out from the maindeck. This assists the mooring ope 
greatly. ' 

When the ship is approaching the river jetty, she will be sw 
starboard by using hard starboard rudder and full power on the or 
When the swing starts, full astern is applied. One tug is pushing ® 
port bow. No anchor is used for swinging purposes. This 


sonmenced when the ship is abreast Haldia Lock, which is 
tely 7 cables from the jetty (down-river). Vessel is then ready 

abreast (more or less) the jetty, as the current sets her rapidly 
eer, Engines on astern when necessary. 

aa certain stage, port anchor is dropped with maximum 3 shackles 
to hold the bow up. We ended up with 6 shackles in the water. 

_ we berthed to, had a rather damaged appearance, probably 

to heavy landings of ships. Repair was carried out. 
we voring: No tugs to be used. ' 

“Vessel Nas to follow the Pilot's unmooring sequence. 

As the ropes are very tight, and as the Pilot advised us not to slack 
ny _ with the exception of the spring lines, the automatic release 

re used. 

ee reason, when the order to the shore is given to let go the 

the ship's mooring gangs have to take shelter, because the breast 
ings, stem lines and head lines are catapulted through the air and hit 
ina ship's hull heavily. i 
| protested to the Pilot, but he advised me that this was the only way 
ymooring at Haldia was carried out. The last ropes to let go are the 
inead lines which are at that moment under heavy stress, and it is 
especially these ropes which are catapulted heavily. 

Taking the head lines on board together with the heaving-up of the 
anchor can cause some nuisance, as ropes tend to twist around the 
anchor chain, due to the current. 
aemarks: The ropes have to be watched and constantly attended during 
te whole discharge period. No special problems were encountered 

ring that period. 

Swe ot thieves coming on board from the riverside, with the sole 
_ upose of cutting and stealing mooring ropes which are scattered 
_ yound forward and aft. Special watches had to be organised by the 
vessel to Keep these ropes under constant surveillance. Agent is unable 
o supply any shore watchmen. The dark hours are especially favoured 
or stealing mooring ropes, and the period just after being moored and 
just before cepering when everybody is busy. 


Armed military/po ice guards are stationed on shore. 


AUTHORITY: Calcutta Port Trust, Haldia Dock Complex, Jawahar 
Tower Annexe, P.O.Haldia Township, Midnapore 721607, West Bengal, 
india. Tel? 03224-3209, 3232, 3229. Telex: 0645-208 Hdok In. 
FAX: 03224-3152. Contact: The General Manager — Operations. 


AGENT: See “Cochin”. 


_ HONAVAR: 14.16 N. 74.27 E. 


DOCUMENTS: 

Crew Lists. 

Passenger Lists. 

Customs Documents. 

Health Documents. 

Manifests. 

Bills of Lading. 

Ship's Papers. 
PILOTAGE: Open roadstead port. No system of pilotage. Pilot is 
‘owever available, on requisition by Master or Agent. 
ANCHORAGE: Distance off 3 miles, depth of 5.5 fathoms. 
MAX. SIZE: No restrictions on length and breadth. Generally up to 34 ft. 
waft vessels can anchor within 2 miles to 3 miles from entrance. 
+ ppl Port Health Officer grants Pratique as and when necessary, 

uisition. 
: Wireless station at Mangalore. 

SERTHING: No berthing facilities. Ships anchor on open roadstead. 
WEDICAL: Medical facilities for minor treatment available in Honavar. 
Proper hospital facilities available only at Karwar about 60 miles North. 
peeat 24 hours advance notice ETA to be communicated to Agents. 
Pa SITY: Varies 1020/1025. 

ESH WATER: Very small quantities available. No arrangements for 
Gelivery to ships. 

EL: Not available. 


REP, S: None. 
AIRS: Nearest workshops undertaking repairs available at New 
ORY “al orgies Minor repairs may be carried out at Karwar. 
: None. 
SPENING/CLOSING HATCHES: By crew. 
RTIFICATES: All ship's papers such as Certificate of Registry, W/T 
wheat” Safety Equipment, Load Line, etc., to be on board for 
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CARGO GEAR: Cai i 
: Cargo gear Test Certificates, etc., to be produced. 

APATRIATION: Facilities available. RY 
TIME. RT: Belgaum, about 178 miles. 
HOU GMT plus 5.5 hours. 

DAYS: Charter Party Holidays observed. Cargo work can be 

ed on holidays. Dates of holidays vary from year to year. 
SHORE AMBULANCE/FIRE: Police 48; Ambulance 32; Fire Kumta 20. 
DENTS LEAVE: Crew members are allowed ashore. 
DELAYG CATION CARDS: Needed, if going ashore. 
AUTHOR, Generally no delays are expected. 
Big9¢ RITY: Port Officer — Honavar, Port Office, Honavar, India 
. Tel: Honavar 43. Contact: The Port Officer. 
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INDIA 


JAKHAU: 23.15 N. 68.37 E. 


LOCATION: In Gulf of Kutch, on Godia Creek about 5 miles inside 
Arabian Sea. Port is about 7 miles West of Jakhau. Small sub-port 
exporting salt utilised by foreign-going and coastal traffic. Vessels calling 
Jakhau anchor in open roadstead about 6 miles offshore. Highest tidal 
range 14 ft. Current parallel to coast running about 4 knots. 

A ORITY: Assistant Conservator Jakhau-Kutch. 


AGENT: See “Cochin”. 


JAWAHARLAL NEHRU PORT (Nhava Sheva): 
18.57 N. 72.58 E. ( Plan) 


PORT LIMITS: Vessel is considered to have “arrived” when Pilot is 
embarked, and/or when vessel is required to anchor outside pilotage 
area, awaiting a suitable tide, as in the case of large bulk carriers/ 
container vessels. 
DOCUMENTS: Agents to submit ‘VIA’ form prior to the vessel's arrival 
to Operations Department and Berthing Application to the Harbour 
Master's Office. 
PILOTAGE: Compulsory for vessels of 100 n.r.t. and above. 

Minimum of 24 hours advance notice to Agents and Harbour Master, 
JNPT, who can be contacted directly over telex installed in the Port 
Sar gh Station, and is manned 24 hours a day (Telex: 01177506 HM JP 


Jawaharlal Nehru Port Trust operates a VHF service on Channels 13 
and 16 on a 24 hours basis, with the call sign “Jawaharlal Port Control”. 

In-bound vessels are required to contact “Jawaharlal Port Control” 
on Channel 13 and 16 to report ETA and receive instructions. Vessels 
ey not proceed beyond Bombay Floating Light without being instructed 
to do so. 

Pilot will be embarked by means of a pilot launch with a black hull 
and white superstructure with the legend “Pilot” on the side, in position 
1.8 miles South of Prongs Reef Lighthouse. The pilot launch is equipped 
with VHF Channel 13, radar and searchlight, and displays the usual pilot 
jack during daylight hours and acs lights at night. 

Whilst Jawaharlal Nehru Port Pilot will give instructions and 
communicate directly on VHF to incoming vessels, overall control of 
ly eh at Jawaharlal Nehru Port/Bombay Port, pilotage ground will 
rest with the Master Pilot/Port Control, working in conjunction with the 
Pronge Lighthouse, which maintains continuous VHF watch on 
Channels 12 and 16. 

During the S.W. monsoon season, a long swell prevails at the port 
entrance, and the pilot launch may experience difficulties in coming 
alongside. At such times, Masters may be instructed to steam up to a 
position approximately one mile S.E. of Sunk Rock Lighthouse, where 
a better lee may be obtained. Masters will be advised which side to 
make a lee by the Pilot. During the early part of the S.W. monsoon, 
when the wind is South of S.W., the sea runs from the South, and 
Masters are advised to keep their ships heading East, when making a 
lee for the Pilot. 

ANCHORAGE: Outer Anchorage: See “Bombay”. 

Inner Anchorage: For the present, Jawaharlal Nehru Port does not afford 

any inner anchorage to vessels. However, one 500m. diameter 

emergency anchorage with a dredged depth of 13.5 m. exists North of 

the container berth. 

RESTRICTIONS: Maximum draft of vessel's for transiting through JNPT 

is 12.0 m. inward and 12.5 m. outward. 

MAX. SIZE: Drafts in the common channel, JNP approach channel, bulk 

and container terminals are subject to dredging se ichgy and rise of 

the tide. These drafts are declared by the Harbour Master, JNPT, 

periodically. Vessels, intending to call at JNP and planning to load to 

the maximum permissible draft, should check at the time with the 

Harbour Master's Office. 

PRATIQUE: See “Bombay”. 

RADIO: See “Bombay”. 

VHF: See ‘Pilotage’. 

RADAR: The port has no radar. However, one integrated VTMS service 

together with Bombay Port is planned to be provided in the near future. 
IGS: 3 Voith Schneider tugs of 30 tons bollard pull. Tugs join vessel 

at the JNP channel entrance. Tugs lines are used. 2 mooring boats are 

provided for docking. 

BERTHING: Separate berthing facilities available for the discharge of 

bulk cargo at the Bulk Terminal, and loading and unloading of 

containerised cargo at the Container Terminal. 

CRANES: 2 Omega P&H mobile cranes with telescopic boom and 

capacities of 50 tons and 25 tons available for maintenance work. 

BULK CARGO FACILITIES: 

Bulk Terminal: 

2 berths with total quay length 500 m. 

1 Service Berth with quay length 212 m. 

Depth alongside 12.5 m. 

Maximum permissible ship draft at low water level: 12.5 m. 

Discharge by shore equipment at both bulk berths. 

Discharge can be done in Service Berth by ship's own gear. 

No loading facility at present. 

Cargoes handled: 

Fertiliser (DAP, MCP, SOP, Borax). 

Fertiliser raw material (Sulphur, Rock Phosphate). 

Foodgrains. 

Equipment: 

Bulk Berth No. 1 is equipped with 2 grab unloaders. 

Bulk Berth No. 2 is equipped with 2 continuous unloaders. 

Maximum height of discharging gear above high water level: 60.80 m. 

Maximum discharge rate: 12,000tonnes/day (all equipment 
combined). 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle 


CONTAINER HANDLING FACILITIES: 
Container Terminal: 

3 berths with total quay length 680 m. 

Depth alongside 12.5 m. 

Maximum permissible ship draft at low water level: 12.5 m. 

Discharge and loading by shore equipment. 

Cargo handled: Containerised cargo. 

Equipment: 

3 rail mounted quay cranes, one in each berth. Two cranes working 
possible in each berth. 

8 rubber tyred gantry cranes for yard operations. 

1 rail mounted gantry crane for ICD operations. 

38 tractors (prime movers). 

136 x 40 ft. trailers. 

Ro/Ro facilities available in container terminal. Presently, Maruti cars 
and other heavy vehicles are being exported. 

STEVEDORES: Stevedoring work undertaken by port employees. No 
special agency. Both bulk and container terminals work 24 hours a day 
in 3 shifts, except holidays. 
Shift Times: 1st shift: 0700 hrs. — 1500 hrs. 

2nd shift: 1500 hrs. — 2300 hrs. 

3rd shift: 2300 hrs. — 0700 hrs. 

Overtime work is arranged on holidays, if necessary. 

Average discharge rate for bulk cargo 8,000 tonnes/day (with all 
4 appliances). 

Average discharge rate for container cargo is 1,200 TEUs/day with all 
3 a cranes on a cellular vessel. 

MEDICAL: Emergency medical facilities are provided at JNP. However, 
in serious cases, arrangements can be made for transportation and 
hospitalisation at Bombay. 

DENSITY: See ‘Bombay’. 

FRESH WATER: Available at all berths. 

FUEL: Diesel and furnace oil available at all berths. Bunkers provided 
from —- tanks belonging to BPCL. 

FIRE PRECAUTIONS: Port Fire Service maintains 24 hours watch. Any 
fire/emergency must be immediately reported to Port Signal Station on 
VHF Channel 13, which operates on a 24 hour basis. All hot work to be 
carried out after obtaining Hot Work Permit from Port Safety Inspector, 
Tel: 306. 

CONSULS: See “Bombay”. 

REPAIRS/DRY DOCKS: See “Bombay”. 

SURVEYORS: See “Bombay”. 

GANGWAY/DECK WATCHMEN: Routine gangway/deck watch is the 
responsibility of the vessel's Master. Private watchman not envisaged 
as a port requirement. 

HATCHES: Opening and closing done by ship’s crew. 

CUSTOMS ALLOWANCE: See “Bombay”. 

CARGO GEAR: Load/discharge effected by shore gear. 

Special beams available for handling O/H containers. 

REPATRIATION: See “Bombay”. 

AIRPORT: See “Bombay”. 

TIME: See “Bombay”. 

HOLIDAYS: See “Bombay”. 

POLICE/FIRE/AMBULANCE: Police: Sheva Police Station, Tel: 364. 
Fire: JNP Fire Station, Tel: 306. Ambulance: Tel: 360, 346. 
TELEPHONES: Arrangements are being made to provide telephones 
at all the berths. 

IDENTIFICATION CARDS: See “Bombay”. 

REGULATIONS: See “Bombay”. 

GENERAL: Hazardous Cargo: At present, hazardous cargo in break 
bulk form is not handled in JNP. Except for Class 1 and 7, IMDG code 
hazardous goods of all IMO Classes are allowed to be landed/loaded 
in containerised form at JNP container berths. 

In each case, Masters of vessels carrying dangerous cargo in 
containers must arrange to transmit Dangerous Cargo List, giving 
container No., IMO Class, Bay Plan, description of goods, UN Code No., 
to the Harbour Master of JNPT. 

DEVELOPMENTS: Procurement of additional container handling 
equipment such as 2 quay cranes, 2 yard gantry cranes and 2 reach 
stackers. 

Conversion of bulk service berth for import of phosphoric acid, edible 

oils, LPG and export of foodgrains. Expected completion by end of 
1995. Construction of two additional berths for container handling, 
enlargement of stacking area, enlargement of CFS, etc. Expected date 
of completion after 1995. 
AUTHORITY: Jawaharlal Nehru Port Trust, Administration Building, 
Sheva Tal-Uran, District Raigad, Maharashtra, India. Tel: 7242301. 
Telex: 011-01313202, 011-84148. Contact: Captain R.Ramkumar, 
Harbour Master. 


AGENT: See “Bombay”. 


KAKINADA: 16.56 N. 82.15 E. 


DOCUMENTS: (a) To be supplied by Master on arrival: 
Ship's Register. 
Safety Equipment Certificate. 
International Load Line Certificate. 
Derat Certificate. 
Last Port Clearance. 
ILH Dues Receipt, if coming from an Indian Port. 
Crew List: 6 copies to Agents, 2 copies to Immigration Dept., 2 copies 
to Customs. 
Customs Circulating Copy, if coming from another Indian Port. 
Import Manifest of Stores (Stores List). 
Private Property Statement of crew and officers. 
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(b) Master to sign following certificates, in prescribed forms, Presen, 
by Agents, on arrival: 

Port Entry. 

Port Clearance. 

Customs Entry. 

Customs Clearance. 

Departure. 

Health. 

PILOTAGE: No pilotage. 
ANCHORAGE: Allotment of Anchor Berths: 

Masters of vessels calling at the Port of Kakinada should Cable 5 
following information to the Port Officer directly, 24 hours before ». 
arrival off the Port:— 

(a) ETA (Indian Standard Time) 

(b) Total cargo for loading/discharging at Kakinada and Nature, 

cargo. 

(c) Hatchwise distribution. 

(d) Declaration of hazardous, inflammable and explosive ‘ 

(e) Declaration of vessels winches in good working condition, 

(f) Draft Fore and Aft. 

A specimen cable povonng the above is quoted below: 

“Port Officer Kakinada STOP Vessel XXX ETA Kakinada 22/19 
0900 Local Time quantity loading 9,500 tonnes rice brap 
extractions hatch one 1,000 hatch two 2,000 hatch three 3,009 
hatch four 3,000 hatch five 500 no hazardous inflammable 
explosives STOP All winches derricks good working condition 
draft fore 8 m. aft 9 m.” 

The above cable sent to the Port Officer (in addition to the cable x 
to their Agents as per normal practice) will facilitate proper anchor 
instructions from Port Authorities to the Master and avoid difficulties, 
Port operations. 

Masters should also keep watch on VHF Channel 16 to rece» 
instructions from Port Control and contact Port Control on arrival at» 
ag cher! to the Port. 

pecific instructions will be given by the Port Officer on VHF throu 
Port Control in respect of anchorage positions. When once anchored» 
above, Masters should not shift their position without specific » 
anchorage position given by the Port Officer, unless in case» 
emergency in regard to the safety of the vessel. 

Masters of vessels calling at this port are advised to be in possessiy 
of the latest navigation chart corrected up to-date. The Indian ediy 
available is 3009 “Approaches to Kakinada Port” with an inse: 
Kakinada Bay. 

Main engines should not be immobilised without specific permisse 
from Port Authorities. 

The Godavari Point (sand spit) is extending Northwestwards at ar 
of about 170 ft. per annum and a port hand buoy (flashing red) 5 sea 
is installed at the tip of the spit. 

The holding ground anywhere in the anchorage is considew 
excellent (soft mud and sand). 

MAX. SIZE: No restriction. Vessels any size can enter the port. 
HEALTH: Masters have to send standard quarantine message not mr 
than 12 hours and not less than 4 hours before arrival. Pratique wil® 
granted by Port Health Officer basing on the quarantine message, wie 
will be instructed to the Agents. Health inspection of the vessel wilt 
carried out by the Port Health Officer at the earliest convenient 
Vessels that have touched ports in the yellow fever endemic area witr 
the last 30 days, should send the beh dag message at least 48 how 
before the expected time of arrival. 

RADIO: Radio stations are Visakhapatnam and Madras. 

VHF: VHF radio station is in the Port Office (Port Control) on Internatow 
frequency, Channels 16 and 12, communication from ship/Port cont 
and vice versa. If ship requires communication on Channel 12, it shot 
be advised in advance to prepare machine accordingly. 

The Port control VHF functions round the clock at the followy 
specified times:— 

0045 to 0100 hrs. 
0345 to 0415 hrs. 
0545 to 0615 hrs. 
0745 to 0815 hrs. 
1045 to 1115 hrs. 

All times Indian Standard Time. ; 

TUGS: There are 5 small tugs and 6 Pablo Boats for towing 
lighters. 
BERTHING: 1 wharf, length 300 m. 1 floating crane, capacity 50 to* 
CARGO LIGHTERS: There are 110 cargo boats with total capacly* 
9,600 d.w.t. In addition 5 self-propelled mechanised barges ea" 
250 d.w.t. owned by the Port Authorities. 

There are also available 6 mechanised barges each 240 d.w.t. owe 
emt Island Water Transport Corporation Ltd., Calcutta. 
STEVEDORES: Gangs engaged by party doing stevedoring wor! 
case of liners, Agents attend. in case of chartered vessels, consign 
shippers attend. Master to give ETA with number of hatches to be wo 
on arrival. Revised ETA to be sent whenever there is change. 
MEDICAL: Government general hospital available with specials 
Private nursing homes also available with efficient physicians x 
surgeons. Agents arrange medical aid on advance advice. Bers 
roadstead port, launches have to be arranged, hence advance ™ 
of 6 hours necessary through signal station while in port. 
DENSITY: Ranging from 1010 to 1025. oe 
FRESH WATER: Of the 5 mechanised barges owned by thé ; 
Authorities, 1 mechanised barge is used for supply of fresh water 
200 tons. Privately owned self-propelled barge is also avi 
supply up to 100 tons. Prior arrangements to be made through 
of vessels 24 hours in advance. 4 
FUEL: No fuel suppliers. In case of acnergency anal aca 
10/15 tons, in 205 litre drums, can be arranged from Vi 


duty paid. 

CONSULS: None. ae 
REPAIRS: No facilities. Only minor repairs to winches, welding 
casting and repairing spare parts. 


1245 to 1315 hrs. 
1445 to 1515 hrs. 
1745 to 1815 hrs. 
1945 to 2015 hrs. 
2245 to 2315 hrs. 
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ganawaY/DECK WATCHMEN: Arranged by stevedores. 
SpENING/CLOSING HATCHES: By ship's crew only. 
ALLOWANCES: Tobacco: 200 cigarettes per head per 
wine and Spirits: 16 oz. per head per week for those who are 
for supply by ship. 
ATRIATION: Can be arranged. : 
porT: Visakhapatnam 105 miles, Madras 350 miles. 
qe; GMT plus 5.5 hours = IST. 
yOLIDAYS: Charter Party holidays are observed. Work is done day and 

Port and Customs also work on holidays and out of office hours 
er yment of overtime. No work even on overtime payment on following 
. Bhogi, Pongal, Kanumu. Optional holidays to labour on Chollangi 
imavasya, in January. . 

£/AMBULANCE/FIRE: Police 3052; Fire 101; Ambulance 3311. 
SERVICES: Fresh and dry provisions available. 

— LEAVE: Shore permits given by Port Registration Officer 
immigration). : 
SENTIFICATION CARDS: Required. 
NOTARY: Available for noting protest. 

LOPMENTS: Development programmes include canal protection, 
ransport facilities, navigational aids, power supply to loading/ 
4scharging points and stacking yards at shore and providing breakwater 
9 880 m. in length (sea wall) and mooring circle on the West side of 
ine sand-spit Known as Hope Island. The breakwater can be extended 
s further 3.2 km. Eastward for direct berthing of ships to serve long term 
needs of the port. ; : 

Deep water facilities to be built. 3 berths, 2 mobile cranes, 2 tugs, 
yansit sheds and navigational aids will be available by 1995. 
AUTHORITY: Port Officer. 


AGENT: See “Cochin”. 


KANDLA: 23.00 N. 70.12 E. 


DOCUMENTS: To be submitted by Masters on arrival: 
Customs: Crew List (3 copies). 
Crew Private Property List — this should indicate all items 
they possess (3 copies). 
Ship's Stores List (3 copies). 
All valid documents of ship in English for verification of 
Customs Boarding Officer. 
Port Maritime Declaration in duplicate. 
Health: Valid crew health cards and Derat Certificate. 
Agents: | Stowage Plan, Cargo Manifest and Bills of Lading. 
Boarding Pilot collects following documents: 
4 copies Arrival Report. 
4 copies Pilotage Certificate. 
2 copies Crew List. 
PILOTAGE: Compulsory. Pilot station situated Lat. 22° 49.5’ N., Long. 
1°07’ E. Loaded vessels can cross bar only during high water. Vessel 
fo report at pilot station 2.5 hours before high water. Masters to keep 
Agents closely advised of ETA and anchoring time. 12 hours advance 
notice to be given by Agents for Pilot. No pilot ship or telegraphic address 
lor pilot station (Outer Tuna buoy). Vessels can contact Kandla Tower 
tough VHF Channel 16. Pilot station 16 miles away from port. During 
al weathers vessels have to anchor at above position and await Pilot. 
Chart: Indian No. 2059 and 203. 
Shipmaster's Report: On calling at Kandla, the Pilot advised that 
mchorage outside a 2 mile range from the Outer Tuna Buoy and the 
Pit having to board there, increases the pilotage dues by 100 per cent. 
ANCHORAGE: Vessels can anchor 1 mile S.W. of above anchoring 
sition. Inside harbour, anchorages allotted by Port Authorities, and 
*lots anchor vessels at suitable positions. 
Vessels can however anchor more than 2 miles from Fairway Buoy 
‘ut must pick- p Pilot within 2 miles of Outer Tuna Buoy. 
XSTRICTIONS: Being a tidal port, entering and leaving of loaded 
®ssels depends on tide, and loaded vessels can cross bar at entrance 
channel only during high water. Night navigation has been introduced 
2d is restricted to vessels up to 189 m. LOA and up to 8.23 m. draft. 
Tankers bound for oil jetties are only handled during daylight hours. 
Ships having speed of less than 9 knots through the water will not be 
Toved in and out of the port of Kandla during hours of darkness. 
Serthing and unberthing of ships at the moorings will be restricted to 
“aylight only. Daily draft forecast for crossing Kandla Bar published at 
= by the Kandia Port Trust. 
ISTRATION: Report: August 1985. 
account of congestion a registration system has been introduced. 
Pp vessel has arrived at the Outer Tuna Buoy and registered with 
ae Station she will be allowed to proceed to other ports. 
will be up to the vessel to ensure that she is at the Outer Tuna Buoy 
WAX. her turn comes up. 
SIZE: Max. overall length 740 ft. No breadth restrictions. 
°F oil tankers max. permissible overall le! is 700 ft. 
uh ft according to water on the bar varies from 30 ft. year round, to 
- (frequently), to 32 ft. (occasionally) and 33 ft. — 34 ft. (very 


(See Plan) 


Secasionally) 
Sogal Channel (Mid Channel) was commissioned in 1984 which has 
¥en additional dratt of 3 ft. i.e. 14 ft. at Chart Datum. 
MHWN 5.71m 
MHWS 6.66 m 
MLWN 1.80 m. 
MLWS 0.80 m. 
ie 7.59 m. 
W — 0.40 m. (Below Chart Datum). 


INDIA 


PRATIQUE: The Masters of all ships arriving at Kandla are required to 
send the Port Health Officer, Kandla (cable address “Sandgrodh”) a 
wireless message embodying all applicabie terms of information set out 
in the Standard Quarantine message of the Intemational Code of 
Signals. In addition to the International Code message, Masters are also 
required to ye the following information in plain language: 

(a) Whether there is any abnormal mortality of rats or mice. 

(b) Whether there is any monkey on board. 

(c) Whether touched or embarked at Aden or Djibouti any person. 

(d) Names of all ports touched en-route within preceding 30 days, 

with dates of departure. 

(e) Request for Radio Pratique. 

Upon anchoring at pilot station, cable again “Sandgrodh” stating time 
anchored and requesting Radio Pratique. 

In cases where the vessel has touched any yellow fever area within 
preceding 30 days it is necessary for Master to certify that all officers 
and crew/passengers on board possess valid yellow-fever certificates. 

Present practice for granting Pratique is by radio or by Port Health 
Officer boarding vessels inside harbour. 

If the Maritime Declaration is not in order, the Pilot refers the Master 
to the Port Health Officer who then boards the vessel and grants Free 
Pratique after his inspection of the vessel. 


RADIO: Within a range of 800 km. off Kandla, vessels can contact 
Kandla Radio on call sign VVK. Before 800 km. off, Kandla can be 
contacted through Bombay Radio only. 


been 5 tugs. Port tugs join ships inside harbour off berth. Ship’s wires 
used. 


BERTHING: The cargo jetty provides 6 alongside-berths with total 
quayage of 4,725 ft. which can accommodate ships drawing up to 32 ft. 
loaded draft. The cargo jetty is served with 26 electric level luffing cranes, 
20 of 3 tonnes, 5 of 6 tonnes and 1 of 10 tonnes capacity for handling 
cargo from ships. 

3 mooring berths are available near the cargo j for vessels up to 
600 ft. LOA and 25 ft. draft and vessels up to 500 ft. LOA and 24 ft.- 
26 ft. draft. In addition, there are separate moorings for (a) ships loading 
salt, max. LOA 600 ft. and max. draft 30 ft.,((b) deep draft mooring for 
ships up to 35 ft. draft and 740 ft. LOA. 

The Bunder basin has 3 wharves, two wharves with transit sheds. 
The South wharf is served with 4 quay electric level-luffing cranes of 
3 tons to 10 tons capacity for handling cargo from lighters. The North 
Wharf is for country craft. The West wharf is provided with a 60 tons 
capacity electric gantry crane. 

Marine unloader with rated capacity of 350 tonnes per hour for 
discharging bulk fertiliser and its raw materials has been commissioned. 

There is a back-up storage area of 30,000 tonnes. Automatic bagging 
and stitching machines are also available. 


CRANES: 3 mobile cranes with capacity 3 tons — 20 tons. 
Also see “Berthing”. 


STEVEDORES: Minimum 24 hours notice required for arranging 
stevedoring labour and gangs. Bulk fertiliser — average 650 tonnes per 
berth/day by conventional method. Grain — 850 tons. General cargo 
250 tons per hook, subject congestion even in sheds, wharves, 
warehouses and clearance, and on number of vessels working at 
particular period. 

Cargo Operations: 

1. At this port the unloaded/loaded LASH barges are towed by tugs 
which are subsequently discharged/picked up by LASH ships (operation 
suspended at present). 

2. Regulations conceming the handling of dry-cargo are applicable to 
handling of cargo in barges. 

3. Trucks can proceed alongside the berth and can park within the 
reach of the shore cranes. Cargo is loaded/unloaded from trucks directly 
on the wharf for shipment per vessel. 

4. Forklift trucks are used to transport the cargo from the place of 
unloading to the stacking area and vice-versa. 

5. Cargo on board the vessel is handled by Kandla Dock Labour Board 
workers. Packaged cargo on shore is handled by labour engaged b 
respective importers/exporters which are drawn from local market. Bull 
cargo viz. fertiliser and wheat is handled on shore by departmental 
labour of Food Corporation of India 


MEDICAL: Private Doctors’ services available for vessels at berth. For 
vessels at pilot station or inner anchorages minimum advance notice of 
12 hours and 6 hours respectively required. Very limited facilities of 
private practitioners. No hospital facilities. Inoculation and vaccination 
carried out by Port Health Officer (a Government body) — minimum 
48 hours’ notice required. 


TANKERS: (Also see “Port of Vadinar’). Tankers with max. overall 
length of 700 ft., 40,000 tons displacement and 34 ft. draft permitted to 
berth. 3 main pipelines connected to tanks situated about 10 km. from 
berth, 2 generally used for white oils and one for black oil. White-oil 
pipelines diameter 12 in. and black-oil pipeline diameter of 16 in. In 
addition, one 8 in. diameter pipeline for soyabean oil, one 3 in. diameter 
pipeline for acetone and one 4 in. diameter pipeline for formaldehyde 
and one 12 in. diameter pipeline for Phosphoric Acid imported by Indian 
Farmers Fertiliser Co-operative Ltd. 

Berthing of Ammonia Tankers at Tanker Berth No. 1 with loading/ 
unloading arm but restriction depending on the position of manifold. 
Shipmaster’s Report: Tankers will sometimes be brought in to the port 
even though a berth may not be available at that time. Such vessel will 
then be moored to a mooring buoy close to the jetty, awaiting her berth 
at the tanker pier. Mooring to this buoy is effected by use of the vessel's 
starboard anchor chain, so that the anchor has to be disconnected from 
the chain before entering. 

In securing alongside the oil-pier, tankers are required to utilise 
1 insurance wire fore and aft (not supplied from shore). In addition vessel 
is required to use all her available ropes and wires owing to strong 
currents — 4 head-ropes, 2 breast-ropes, 2 springs. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle, 


DENSITY: Varies from 1020—1030. 
FRESH WATER: Can be supplied through shore pipe alongside and by 
barges in the stream. 
Shipmaster’s Report: Water is very scarce and should be ordered at 
least 3 days prior arrival. 
FUEL: Furnace oil (heavy oil) and light diesel oil can be supplied. Usually 
12 hours advance notice required for bunkering. In event of oil tanker 
discharging at berth, bunker supply can only be commenced 18 hours 
after completion of discharge by tanker. Quantities up to 500 tons 
supplied by tank trucks, above 500 tons supplied through pipelines if 
berth vacant. However, any quantity can be supplied by tank trucks. 
FIRE PRECAUTIONS: 3 sea water fire fighting pumps installed at oil 
jetty. These pumps are under charge of fire brigade officers and have 
adequate fire fighting equipment. A tug fully manned with fire fighting 
arrangements also available at short notice. 
CONSULS: None. 
REPAIRS: Minor repairs carried out. Chipping and painting work also 
carried out. 
DRY DOCKS: A floating dry dock with lifting capacity of 2,700 d.w.t. to 
accommodate small craft up to 100 m. in length and 5.0 m. draft. 
SURVEYORS: 

G. P. Dave & Sons, Tel: 20288. 

J. B. BodaMarine, & General Survey Agents Pvt. Ltd., Tel: 21693, 
21946. 

Metcalfe & Hodgkinson Pvt. Ltd., Tel: 21740, 20940. 

Navark & Mareng, Mohan Bhuvan, Tel: 21123. 

Seascan Services Pvt. Ltd., Tel: 20288. 

S.G.S. Ltd., Tel: 21857. 
GANGWAY/DECK WATCHMEN: All ships engage 2 watchmen round 
the clock at gangway. To look after mooring lines, 8 mooring men (4 each 
at fore and aft) are engaged round the clock. 
OPENING/CLOSING HATCHES: Unless specified in relative Charter 
Party to contrary, ship's crew to accomplish this work. 
SHIP CERTIFICATES: 

Registration. 

Safety Equipment. 

Safety Radio and Telegraphy. 

International Load Line. 
CUSTOMS ALLOWANCES: 200 cigarettes per week per person. Wine 
and/or Spirit: 2 pegs of spirit per person per day or 4 pints beer. 

Shipmaster’s Report: Very strict Customs supervision, particularly in 
a to declaration of foreign currency. 
CARGO GEAR: Ships should possess valid Cargo Gear Certificates. 
REPATRIATION: Adequate facilities available. 
AIRPORT: Kandla Airport 20 km. from the port and an additional airport 
about 70 km. from port. 
TIME: GMT plus 5.5 hours. 


HOLIDAYS: 
Approximate Date 

Republic Day January 26th 
Holi (Second Day) March 10th 
Chetichand March 26th 
Good Friday April 9th 
May Day May ist 
Id-UI-Fitr July 23rd 
Janmashtami August 12th 
Independence nee August 15th 
id-Ul-Azha (Bakrid) September 28th 
Mahatma Gandhi's Birthday October 2nd 
Dussehra October 27th 
Muhurram October 28th 
Diwali November 15th 


Diwali (New Year Day) November 16th 

Guru Nanak’s Birthday November 30th 

Christmas Day December 25th 
TELEPHONES: Available for tankers and cargo vessels. 

SERVICES: Tank cleaning by shore labourers. Tank washings and 
residue not allowed to be discharged in port area. 

SHORE LEAVE: Possible. 

Regulations: Photography in port area prohibited. No crew members 
allowed to take with them liquor of any kind ashore and not permitted 
to drink liquor outside port limit. 

IDENTIFICATION CARDS: Required. See “Shore Leave”. 
GARBAGE DISPOSAL: No service available. 

WASTE OIL DISPOSAL: There are 2 tanks at the Oil Jetty (400 tons 
and 250 tons) for waste oil, and the Port Authority has a tanker lorry for 
collection of waste oil. 

SEAMAN‘S CLUBS: The Seaman's Club is situated close to the port. 

International telephone calls can be made at the Post Office. 

CURRENCY: Rupees. 
GENERAL: Port equipped with 21 electric level luffing shore cranes of 
3 tons to 10 tons capacity used for discharging all ships alongside cargo 
jetty. For discharging tankers with bulk grain port's vacuvators belonging 
to Food Corporation of India used. 

Kandla port is a prohibited area where entry and exit are restricted to 
those persons having bona fide work only. Masters are requested to 
exercise a strict check at the gangway in order to ensure that only those 
persons with bona fide business to transact are allowed aboard. In the 
event that any unauthorised person is found to be aboard the vessel, 
this should be reported to port officials and the police on duty. 

Masters are requested to advise their crew in advance of arrival at 
Kandla that photography within the port area is strictly prohibited, and 
it is suggested that all cameras should be left in the safe custody of the 
Master in order that crew members may not violate this regulation 
inadvertently and become involved in legal proceedings. 
DEVELOPMENTS: Berths and bar continuously under dredging. 

An additional berth (343 m.) has been constructed and will be 
commissioned in the near future (June 1992). It will have a container 
freight station, storage yard and container handling facilities. 
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SHIPMASTER’S REPORT: May 1988. 

1. Vessels can anchor any distance from the Outer Tuna Buoy 
must rendezvous with the pilot vessel about 2 cables North di 
buoy to take pilot. 

Arriving vessels picking up pilot must pass the Outer Tuna By 
to starboard, then swing to port to give the pilot boat a 900d 
(Pilot ladder rigged st d side, 1 metre from the water.) 
Communication through Kandla Tower for berthing instructions », 
pilot boat works on Channel 8. Kandla Tower calls on Channgy 
works on Channels 10 and 8. : 
. No night berthing for loaded tankers. 

Vessel anchored 2.7 miles from Outer Tuna Buoy with 5 

in water, good holding ground in sand/mud in very strong tide. 

Vessel berthed at Oil Jetty No. 3, pilot reported that there is 

of water at low water. 

. Pilot reported that it was very rare for a tanker to be Moored 2; 
buoy in the river using anchor cable to buoy, but common for cay 
ships awaiting berth or cargo. 

7. Vessel used port anchor in river just after passing berth to 

(1 shackle in water) then, when turned, anchor is weighed to ce: 
of the water. 

On approaching berth, port anchor is again used to con 
movement towards jetty. One tug assists, usually just pushing 

8. Normal moorings only required at this berth, 3 head/stem jing 

2 breast lines and 2 springs, one mooring boat employed. 
ial wires from either the ship or the shore not required 

9. At Oil Jetty No. 3 we used 28 in. flexible cargo hoses, my 

pressure of 10.5 Bar, which gave a rate of 1,200 — 1,300 cums) 

Fresh water available ex-jetty, we gave Agent 3 days’ notice » 
100 tonnes was no problem, but we were told that this was 
maximum at this time of year. 

10. Tank washing for clean ballast possible alongside, but best to» 
written permission from the Harbour Master via the agent. 

11. Officials required 5 copies of all usual documents. 

12. Shore passes must be issued to all persons wishing to go ashy: 
No other identification required. Those going ashore must rete 
to the vessel by 2230 hrs. 

Customs suggest all cameras locked away by Master as; 
precaution against possible illegal use. 

Town is 16km. away, taxis and a bus (every 30 minux 
available at head of jetty. 

Foreign currency can be changed ashore at official places bu; 
receipt must be obtained. 

Agent recommended that no watchmen be employed on boat 

13. Unberthing at night costs more than normal daylight rate, alsow 
the tanker berths a loaded tanker is unable to berth at night 
better to unberth during daylight. 

14. One tug used unberthing, it does not make fast, normal unmoony 
using a a and heaving on anchor cable. 

15. All Kandla buoyage in position, but lights not checked duet 
daylight movements only by this vessel. 

Pilot left vessel 1—-1.5 miles North of the Outer Tuna Buy 
nig to starboard to give lee for pilot ladder on the starbos 
side. 

16. On leaving Kandla this vessel had to stop at sea (120 miles oft 
clean lub oil coolers as they had become blocked quite badly a 
to sand and mud picked up in the Kandla River/creek. 

Other details of vessel/cargo: Vessel in port 5 days. Cargo discharge 
24,431 tonnes diesel oil. Arrival draft 9.55 m. LOA 171.45 m. 


SHIPMASTER’S REPORT: October 1993. 

Charts: B.A. Charts No. 43, 672 (old) and 3466 (new). 

Approach: Approaching Gulf of Kutch from S.W., the promontory! 
“Okhamandal” shows up well on radar with all Racons operating. 

Buoyage fairly reliable in N.E. Monsoon. Local knowledge sugges 
that in S.W. Monsoon, buoys either withdrawn or become unreliabé 

Tidal currents are strong, up to 5 knots or more with high swels’ 
S.W. Monsoon. 

Anchorage: Outer Anchorage: Near “Outer Tuna” Buoy in 10.0m! 
12.0 m. Holding tig good. 

Large swell in S.W. Monsoon. 

We anchored in position Lat. 22° 48.9’ N., Long. 70° 06.2’ E. # 
7.8 m. draft. Anchorage quite crowded. 

Inner Anchorage: Under pilotage with tug assistance. 

In Kandla Creek. From approx. Lat. 22° 58.5’ N. to Lat. 23° 00.0 
in deep water near Westem shore, and Lat. 23°01.5'N ! 
Lat. 23° 02.5’ N. in deep water nearer Eastern shore. Usually & 
5 shackles second anchor dropped to about 1 shackle on bot 
between change of tides to steady vessel. During tide changes, ™ 
anchor is hove up 30 minutes before change of tide and let go ae 
after vessel has completely swung and settled to tide. 

Berthing delays are common and sometime at anchor seems 0? 
inevitable. 

Pilot: Now boards just S.W. of Buoys No. 2 and No. 3, not West" 
Outer Tuna Buoy as indicated on chart. 

There used to be a rule that if you anchored over 2 miles from 
Outer Tuna Buoy, a double pilotage fee charged. Quite often, 0! 
number of ships at anchor, it is impossible to anchor this closé, 
Kandla Tower gives vessel plenty of notice, so this rule no longer 
to be in force. 

Kandla Tower gives out berthing information around 2100 hs. # 
0900 hrs. P 

No night berthings, at present, for any ships. This is partly due® 
lack of pilots (4), and also the difficulty of berthing with the poor 
jetty lighting. 

Sailing of tankers not undertaken during darkness, but cargo #* 
can sometimes sail at night, depending on draft, and wih 
arrangement. 3 

Movement of tankers is governed by transit of Sogal Chann@ 
during daylight. 
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eft Lower Creek Anchorage (opposite new container berth) at 
jo with 8.8 m. draft, about 30 minutes before H.W., crossing Bar 
1590 w. at dawn. Pilot advised me that this is the earliest a tanker can 


very good. Two younger Pilots for the river and channel, 
ee ore " Sperienced Pilots for berthing and unberthing. 
ve limes retired Pilots brought in. 

uot cutter is a large steel craft with speed of 12.0 knots. The Pilot 

tis = in S.W. Monsoon. 

die jlots also work offshore terminal at Vadinar (to South West), 
yhich comes under Kandla port limits. . 

HE Tower on Channels 16 and 8 (officially 24 hours). During 
ad earty hours (1 2 to 4) not very responsive. Station comes to life around 
430 hrs. We made contact 45 miles away. 
sonal Station: Pilots/VHF/radar from a Tower situated just North 
¥ General Cargo Wharves (23° 00.48’ N., 70° 13.3’ E.). Pilots advised 
nat radar isnotused. 
pratique: Radio Pratique if coming from a foreign port (as per ALRS/ 
-igmational Format). Kandla Radio (VWK) impossible to obtain. Send 
nessage via telex or telegram or via Agents. A sister ship reported that 
pratique can be given on anchoring. 

channel: During S.W. Monsoon, outer buoys often drift out of position 

snd are lifted and not replaced until N.E. Monsoon. In early October, 
guoy No. 1 was missing. Pilots report every effort is concentrated in 
sw. Monsoon in keeping Sogal Channel buoys in position. 

"Chart No. 672 (now withdrawn) does not reflect changes in Sogal 

| channel buoys and leading lights. Chart No. 3466 should show changes 

noton board at time of visit). Pilots advise maximum draft 35 ft. (10.6 m.) 
on HWS. Bar is maintained by 2 dredgers constantly working at 4.5 m. 
Chart Datum. 

We crossed on top of H.W. with a draft of 8.8 m. with 1.5 m. under- 
wel (echo trace) on tide height of 5.9 m. This was confirmed by our 
amval draft crossing Bar at H.W., that 4.5 m. Datum is accurate. 

Least depth just South of Buoy No. 11. All Sogal Channel Buoys 


ed. 
Mencia Creek, between Lat. 23° 01.6’ N. and Lat. 23° 00.0’ N., bottom 
of sand wave formation. 

Kandla Creek is full salt water — 1026 obtained at various times. Pilots 
report no fresh water intake. 

Kandla Creek Buoys No. 16 and 17 unlit. Leading lights ISO. 3 sec. 
and QW bearing 050° discontinued, although beacons still in position. 
Front leading light (QR) Lat. 22° 58.3’ N., Long. 70° 15.7’ E., has been 
doubled to give sector bearing 035° to 037°, basically 2 front leading 
ights (QR), side by side. 
lugs: 4 modern Kort Knozzie tugs of 32 tonnes bollard pull. All could 
do with some maintenance. Ship’s lines used. 

Serthing: Always berth into the tidal current. Generally no berthing 
45 minutes either side of the turn of the tide. 

Deeply laden ships generally have to anchor in the Creek for next 
{de before berthing and unberthing and proceeding alongside or to sea. 

We berthed on the ebb at Oil Jetty No. 2 — port side to, and crossed 
the Sogal Bar at H.W., but due to Berthing Pilot's delay, insufficient time 
to berth before L.W. Likewise had to leave on ebb, so had to wait for 
next daylight H.W. before crossing Bar. 

Offshore anchor let go to 4 — 5 shackles about 100 m. off berth. 

One tug pushing was used. 

__ Moorings were 3-2-2, each end. Head and stern lines (dependent on 
$de to) to buoy South of jetty. 

Mooring boat with large mooring gang provided. 

On departure, we used anchor and stem tug. 

Fenders are vertical hardwood bulks and are adequate. 

Seth: 3 oil jetties available. No.1 (North side), No.2 and No.3 
(etached on South side). 

Jetties No. 1 and No. 3 are capable of handling up to 75,000 d.w.t., 
Spending on draft. 

Jetty No. 2 can handle up to 40,000 d.w.t., depending on draft. 

P * sre No. 1 and No. 2 are of concrete pile construction and require 
ation. 

Jetty No. 3 is of more recent construction (1989), and is a typical 
‘uker “T” jetty of concrete with outlying mooring dolphins North/South 
®d connected by catwalks. 

Depths: No. 1 — 11.0 m. at C.D. (reported). 
No. 3 — 10.0 m. at C.D. (reported). 
No. 2 — Found by soundings round at L.W. — minimum 
7.7m. C.D., but generally 9.0 m. C.D. (See “Plan”). 
Gangway: Due to tide, only Regulation Brow type gangway can be 
‘sed. Accommodation ladder must be turned in before berthing. 
“argo: Berths handle all products, except crude. 
No. 1 handles ammonia for the fertiliser plant situated close North 
. Also handles furnace oil and some chemicals. 

ae No. 2 handles vegetable oils (particularly the export of castor 
%), diesel oil and chemicals. 

a No. 3 handles furnace oil, diesel and some chemicals. 

® berthed at No. 2 for the loading of castor oil, which comes from 
T tank down 8 in. line to berth manifold, then 6 in. hose to vessel. 
Tucks also deliver direct into pipeline at tank farm. 
coming direct from storage tank, loading rate for castor oil is 
*ound 140 t.p.h. and from trucks as low as 50 t.p.h. 
Ng instructions stipulate maximum temperature of 35°C, but 

t comes on board at up to 43°C. Protest required. 

° clear line on completion of loading, a “Pig” used, which takes 
nd 30 minutes. 

Howutveyors live onboard, cabin required. 

2 hours for paperwork on completion. 

phe gs Bills of Lading. 

ean 15,000 to 20,000 tonnes of castor oil is exported each month. 
1 also be loaded at No. 3 General Cargo Jetty by pipeline. 

our 3 arms on Berths No. 1 and 3, although not seen used during 

days at Berth No. 2. Ammonia is reportedly discharged by hose. 
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Fresh Water: Fresh water is piped to all jetties, and is often unavailable 
or in very short supply, which has happened in the dry season. 

Water was rationed ashore during our call. 

Medical: After many requests, Agent arranged for 4 crew members to 
attend a local doctor. Reports were reasonable. 

Security: Maximum security required. Thieves roam around at night in 
high powered boats. 

Gang thieving is rife as we learnt to our cost. 

Watchmen not available. Agent reported that watchmen act in 
collusion with thieves, and he would not employ them. 

Port Authorities are not interested, and in fact if thieving is reported, 
Customs will search ship and check Stores Manifest very carefully for 
any differences. 

Authorities: We came from Bombay and might just as well have come 
from a foreign port as a large amount of paperwork was required. 


Basically rding is by three different groups, and they require the 
following: 
Customs: “Rider” from Bombay, containing all Bombay entry 


papers. 
Bombay Clearance. 
2 copies Crew List. 
2 copies Personal Currency List. 
Checked Bond and Resealed. 
Immigration: 2 copies Crew List. 
Seamen's Discharge Books sighted. 
Issued shore passes to all crew (not required to be 


handed back). 
Health: Bombay Health Clearance. 
Derat Exemption sighted. 
Galley and Storerooms visited. 
Pollution: Sights |OPP. 


Both Oil Record Books, the Noxious Substances Book 
not understood but stamped it. 
Port Safety: Safety Equipment Certificate. 

Numerous forms to fill in, in fact more paperwork/forms in this port 
than in any other that | have visited. 

The Authorities seem to be very hot on cameras, and photography is 
not allowed. | signed a form advising that cameras not allowed off vessel, 
but nothing checked. 

General: Very busy at general cargo quays, all with cranes operating. 

The new quay at the South end is open and operating for self- 
discharging container vessels. Pilots report 10.0 m. alongside. 

Kandla City is about 10 miles away to N.W. over salt pans. Land 
around very flat. 

Two local shops in Kandla Port area advertise onboard International 
telephone connections (U.S.$ 2.00 per minute to North Europe). 
Rickshaw ride from gate U.S.$ 4.00 return. 

Noticed on way in and out that anchorage port of “Bedi Bandar” 
(22° 38'N., 70° 04’ E.) was very busy and crowded. We heard several 
ships on VHF complaining that other ships were anchoring too close. 


AUTHORITY: Kandla Port Trust, Administrative ore P.O.Box 50, 
Gandhidham-Kutch, Gujarat, India, Pin. 370201. Te/: (02836) 20001, 
20601. Telex: 105-208. Cables: Port Trust Kandla. Contact: Harbour 
Master or Deputy Port Conservator. 


AGENT: See “Cochin”. 


KARWAR: 14.48 N. 74.06 E. (See Plan) 


ECR LIMITS: North: A line drawn from Dayamada Point to Parker 
ock. 

East: Seashore of Karwar Bay from Dayamada Point to Badchidar Point 
50 yards above high-water mark including Baithkol Cove, Kalinady and 
all branches thereof as far as navigable and the shores and banks within 
50 yards of high-water mark Spring tides including all islands and thence 
to Mogera Guda Island (including Mogera Guda Island). All patta lands 
and other private sites excluded. 

South West: A line drawn from Mogera Guda Island through Gudsav 
Sunv, Westernmost point of Mandal Island to Parker Rock. 
DOCUMENTS: 

Crew Lists. 

Manifests of Stores. 

Private Property Declarations. 

Currency Lists. 

Maritime Declaration of Health. 

Passenger Lists (if any). 

Import Manifests. 

Last Port Clearance. 

PILOTAGE: The approach from Northward is between Oyster Rock 
Lighthouse and 2 front and rear leading lights on Simshigudda and 
Kurmagad Islands, respectively, in positions Lat. 14° 50’ 11” N., Long. 
74° 05’ 43” E. and Lat. 14°50’ 33” N., Long. 74°05’ 59” E. Vessels 
approaching from Southward may enter between Oyster Rock Light and 
Karwar Head. Currents in bay are negligible. Ocean-going vessels are 
piloted by Departmental Port Officer who is a licensed Pilot. No pilotage 
charges at present. 

ANCHORAGE: Anchorage for shallow draft vessels is with the Port 
Signal Station, bearing 120° (T), distance 1 to 2 miles, or Oyster Rock 
Lighthouse, bearing 278° (T), distance 2.5 miles in about 24 ft. to 28 ft. 
of water. Anchorage for deep drafted vessels is with the signal station, 
bearing 099° (T), distance 3 to 3.5 miles in depths of 38 ft. to 42 ft. 
RESTRICTIONS: No entry restrictions. Karwar Bay may be entered on 
either side of Sunghiri Island, according to draft and anchorage taken 
as required. A vessel can enter Karwar either by day or night after having 
made lighthouse on Devghad Island. 
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MAX. SIZE: Any size of vessel can be worked as loading and unloading 
operation done in open sea. Depth at Outer Roads over 7 fathoms 
increasing accordance distance from land. 

HEALTH: District Civil Surgeon acts as Port Health Officer. Free 
Pratique to incoming vessels from foreign ports granted by radio. All 
vessels calling from foreign destination must give radio message 
addressed ‘Civil Surgeon Karwar” at least 48 hours prior entering port 
giving last port of call, number of crew, health conditions, approximate 
time of arrival and requesting Pratique, same message must be repeated 
to Agents who obtain Pratique on shore. Anchoring time is Pratique 
time. For vessels calling from an Indian port, Pratique not required. 

Vessels which have taken on board passengers or crew from yellow 
fever areas, within 30 days of departure from such ports will be under 
quarantine. Free Pratique will not be granted until such time as a 
mosquito search party, from nearest major port (e.g. Cochin, Goa or 
Bombay) has inspected, disinfected and certified that ship is fit for 
granting Pratique. 

Necessary for Owners or Masters to inform Agents well in advance 
in case of vessel arriving from yellow fever area to enable arranging of 
mosquito search party and quick Pratique. 

RADIO: ETA and Pratique messages shouid be sent via Goa or Bombay 
Radio as Karwar Radio has been shut down. 

TUGS: No tugs necessary as vessels work in stream. 

BERTHING: No berth, vessels work in open sea. Baithkol Cove is safe 
berthing place for lighters. Alongside wharves 10 to 12 smaller vessels 
can obtain safe berth with depth of 6 ft. to 8 ft. 

Also see “Developments”. 

STEVEDORES: 48 hours notice ETA required order enable Agents 
advise shippers and stevedores to keep cargo and labourers ready. Main 
commodity export of ore. Mechanised barge loading operations in port. 
Ore loading rate up to 4,000 tons per day. General cargo 1,000/1,300 
tons per day. 

MEDICAL: Good hospital facilities exist. 2 hospitals about 1.5 miles 
from port. In case of inoculations and vaccination at least 2 days advance 
notice to be given enabling bring vaccine from nearby town (Hubli or 
Belgaum) distance 100 miles and 150 miles respectively. 

TANKERS: No facilities for tankers. 

DENSITY: 1025. 

FRESH WATER: Dumb water barge for supply to vessels anchored in 
open Roadstead. 

FUEL: No bunkering facilities for ocean-going vessels. Diesel and petrol 
storage depots within port for supply to small vessels. 
OPENING/CLOSING HATCHES: Generally carried out by ship's crew. 
CERTIFICATES: 

Ship's Register. 

Cargo Gear Certificates. 

Load Line Certificate. 

Safety Radio Certificate. 

Safety Equipment Certificate. 

Derat Certificate. 

Vaccination and Inoculation Certificates. 

CUSTOMS ALLOWANCES: 200 cigarettes and 1 bottle spirits. 
CARGO GEAR: Before commencement of loading, Master to present 
shippers or their Agents with valid International Cargo Gear Certificate, 
which shall not be more than 12 months old. Validity of said certificate 
to cover whole period for loading and discharging. Fourth five-year plan 
includes proposals for mechanical front-end loaders, tipping trucks, 
mobile cranes and forklift trucks. 

A 10 ton mobile crane is available. 

CONSULS: None. 

REPAIRS: Moderate-sized workshop in town able carry out minor deck 
and engine repairs. 

REPATRIATION: Shipping Master arranges crew changes and 
necessary repatriation. Crew signing off repatriated via Goa or Bombay. 
AIRPORT: No airport, or rail connections. Nearest airports Goa or 
Belgaum, 60 miles and 150 miles distant respectively. 2 flights per day 
to Bombay from Goa. 

TIME: GMT plus 5.5 hours. Permanent. 

HOLIDAYS: Charter party holidays declared and published every year 
by Honorary Secretary of the Karnataka Chamber of Commerce and 
Industry, Jaya Chamaraj Nagar, Hubli-20. 

Non-working days when work not permitted even on payment of 
overtime: Republic Day (26th January) and Gandhi Jayanti 
(2nd October). 

POLICE/AMBULANCE/FIRE: Circle Police Inspector 116; City Police 
Station 33; District Superintendent of Police 7; Reserve Police 
Headquarters 18; Ambulance 19. 

SHORE LEAVE: Crew members are allowed ashore provided not of 
Chinese nationality. 

DEVELOPMENTS: Proposed to develop Port of Karwar into all-weather 
intermediate port, with 2 berths (the jetty 375 m. long) and 1 mechanical 
berth (ore berth, for vessels 40,000 d.w.t.), an approach channel and 
turning basin. Intended arrangements include ability accommodate up 
to 60,000 d.w.t. ore carriers, loading up to 8 million tons ore and 1.25 
million tons other cargo per year. Also intended develop fishing harbour 
with facilities accommodate large-scale deep-sea fishing industry for 
1 million tons fish per year. Also see “Cargo Gear’. 

Provision of Channel Marks: 

1 Fairway Buoy. 

10 channel marking buoys. 

Provision of a mooring boat with equipment for maintenance of buoys. 

Experimental dredging. 

Dredging approach channel and turning basin. 

Land acquisition for future expansion. 

Diversion of present main road alongside port wharf. 

Improvement of Binga/Karwar Road. 

Provision of 2 berths and 1 mechanical berth for ocean-going vessels. 

Main berth length 172 m., depth 9.75 m. and secondary berth length 
122 m., depth 7.5 m. 
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AUTHORITY: Port Officer — Karwar, Port Office, Karwar, Uttar Karras 
an Karnataka State, India. Te/: Karwar 342: Contact: Port Off 
arwar. 


AGENT: See “Cochin”. 


MADRAS: 13.06 N. 80.18 E. (See Ply 
PORT LIMITS: The seaward boundaries of the Port are lines joining», 


following points: 

A. 13° 07' 58.8” N., 80° 17’ 57.9” E. 

B. 13° 09’ N., 80° 20’ E. 

C. 13° 09’ N., ures” Es 

D. 13° 03' N., 80° 22’ E. 

E. 13° 03' N., 80° 20’ E. 

F. 13° 13’ 54”N., 80°17’ 15” E. 
DOCUMENTS: 


3 Private Property Lists. 

3 Stores Lists (Bonded Stores). 

3 Crew Lists. 

Last Port Clearance. 

1 valid Derat Exemption Certificate. 

1 Bill of Health (only if vessel has touched yellow fever areas). 

3 Slop Chest Declarations. 

3 Currency Declaration. 

Passenger List (if applicable). 

Ship's Papers: 

Ship's Register. 

Load Line Certificate. 

Safety Equipment Certificate. 

Safety Radio Certificate. 

Safety Construction Certificate. 

Ship's articles (if vessel is Indian or Commonwealth flag). 

Ship's papers to be handed over to Agent's Representative for fre 
pos of vessel in Customs House. Same returned to Master. 
PILOTAGE: Pilotage compulsory, both inward and outward, also & 
purpose of shifting inside harbour. Master required to advise ETA: 
least 24 hours before arrival, when local Agents contact Port Authorte 
for arranging berthing. If any berthing delay, vessel has to anchor: 
Outer Anchorage. Vessels requiring Pilot fly “G” flag by day and | we 
light exhibited on a conspicuous point on ship by night. For depart 
from berth, vessel must call for Pilot 30 minutes before readiness toss 
ANCHORAGE: Vessels should anchor South of Latitude 13° 06’ N. 

Also see “Notice” — “Instructions to Ship Masters”. 
Wreck: M.V. “Decan Pioneer” sank on 11th November 1985 in posit 
13° 05’ 52” N., 80° 19’ 11” E. (Masts are visible). 
RESTRICTIONS: No restrictions of entry, both day and night. In Bharat 
Dock berthing of tankers more than 50,000 d.w.t. while in a loads 
condition is undertaken only during daylight hours, unberthing of she 
of all sizes whether loaded or light is undertaken at all times. 

Also see “Notice”. 
MAX. SIZE: Maximum Permissable LOA: 

North Quay — 540 ft. (164.6 m.) 

West Quays — No restriction. 

South Quay 1 — 710 ft. (216.4 m.) 

South Quay 2 — 500 ft. (152 m.) 

South Quay 3 — 518 ft. (158 m.) 

South Quay 4 — 500 ft. (152 m.) 

South Quay 5 — 450 ft. (137 m.) 

East Quay — 540 ft. (164.6 m.) 

Mooring No. 3 — 560 ft. (170.7 m.) 
Outer Petroleum Berth: — 900 ft. (274.31 m.) 
Jawahar Dock: Total available length 2,150 ft. (654 m.) on the East at 
West sides respectively with drafts up to 11 m. Breadth of Jawahar Do 
entrance is 110 ft. (33.49 m.). It can accommodate vessel up to L! 
750 ft. (228.59 m.) and breadth 105 ft. (32.0 m.). 
Bharathi Dock: Max. length 900ft. (274.31m.) and draft ¢ 
53 ft.(16.15 m.) for oil tankers using Bharathi Dock is in force. Ore be? 
accepts vessels with draft up to 53 ft. (16.15 m.) 
Container Berth: Max. LOA 900 ft. Max. draft 42 ft. 
Moorings: No. 3 — max. draft 35 ft. 

Max. draft in the enclosed harbour varies from 26 ft. (7.92 m.) to3t 
(10.67 m.). 

Details may be obtained from the Deputy Port Conservator, Ma® 
Port Trust, Madras — 600 001. 
HEALTH: All vessels arriving from foreign ports have to apply © 
Pratique through their radio — not earlier than 12 hours and not 
than 4 hours before arrival. Pratique message to be addres# 
“Quarantine Madras” and worded as required by Port Health Author 

The Pilot boarding the vessel grants Free Pratique if the ves?’ 
healthy in all respects — answer to all health questions being nega 

In ail other cases or if vessel is coming from yellow fever infected ® 
within 30 days of departure or in case of any infectious disease on 
Port Health Officer boards vessel and after due inspection ge 
Pratique. ; 

Telegrams should take the following form: Name of vessel; ETA 
hours and date. No monkeys on board; answer to all health 
(ports touched in last 30 days with departure dates). Request F#* 
Pratique. 

Port Health require to sight Derat and Vaccination Certificates 
vessel due to leave before issuing clearance for Pilot and Customs 
then issue Port Clearance. 


—— 


gani0: Coast Station Madras Radio, call sign VWM. VWM operates 
ut 24 hrs. Vessels with powerful transmitters can contact VWM 
; oo rom Singapore, Mauritius or Aden. Information regarding weather 
‘rtuted twice daily. VHF communication with pilot station available 
pound the clock to transmit and receive berthing and other operational 
Calling frequency Channel 16 and operating frequencies 

Is 14, 12 and 10. Channel 12 is the port's working channel. 
“weather Radar is installed on top of the new Madras Port Trust 
administrative Office Buildings. j 

see “Notice” — “Instructions to Ship Masters”. 
aaDAR/VHF: VHF communication available, see “Radio”. 

. Join vessel just inside breakwater. Vessels usually use own lines. 
«ne lines are also used if required by Pilot. 
8 THING: Vessels berth at all times. 
There are in all 18 general cargo/bulk cargo berths and 1 mooring. 


Dock/Quay Berth Length Depth Cargo Handled 
| No. (m.) (m.) 
gharathi Dock 1 f 14.60 Oil 
2 222.00 16.20 Ore 
3 304.00 16.20 Oil 
Container Quay 1 380.00 11.00 Containers 
2 220.00 11.00 Containers 
North Quay — 198.00 8.50 Passenger/General 
West Quay 1 170.60 7.90 General 
2 170.60 9.20 General 
Centre Berth ~ 170.60 9.20 General 
West Quay 3 170.60 9.20 General 
4 170.60 7.6-8.5 Fertiliser/General 
South Quay 1 246.00 9.50  Fertiliser/General 
2 179.00 9.50  Fertiliser/General 
3 181.00 9.20 Ore/General 
4 184.00 8.50 Coal 
5 185.00 7.90 Coal 
East Quay - 157.00 7.90 Coal/General 
_ Jawahar Dock 1 218.33 10.06 Food Grains/General 
2 218.33 10.40 Ore/Coal/General 
3 218.33 10.06 Food Grains/General 
4 218.33 10.40 Ore/Coal/General 
5 218.33 10.06 Food Grains/General 
6 218.33 10.40 Ore/Coal/General 
CRANES: 


North Quay: 1x3 tons and 165 tons. 

West Quay: 3x3 tons, 3x10 tons and 2x5 tons. 

South Quay 1: 1x50 tons and 1x10 tons. 

South Quay 2: 1x3 tons, 1x5 tons and 1x10 tons. 

South Quay 3: 2x8 tons and 1x10 tons. 

South Quay 4: 1x5 tons, 1x8 tons and 1x10 tons. 

Jawahar Dock West: 7x3 tons, 1x5 tons and 4x10 tons. 

Jawahar Dock East: 3x 10 tons and 7x 13 tons. 

Jawahar Dock South wall: 3x3 tons. 

One heavy duty floating crane of 120 tons available. 

BULK HANDLING FACILITIES: There are 4 berths, 3 in the Jawahar 
Dock and 1 in South Quay. Handling of iron ore has been discontinued 
n Jawahar Dock due to the operation of mechanised iron ore plant at 
the Bharathi Dock. Instead bulk cargo like barytes is handled. 

An iron ore berth with modern mechanical loading facilities is in 
operation at Bharathi Dock with an air draft of 17 m. and rated capacity 
0! 8,000 t.p.h. The berth can accommodate vessels of 130,000 d.w.t. 
with a max. draft of 53 ft. 

The Bharathi Dock has the potential for accommodating 2 more berths 
one of which can be converted into a container berth. 

A breakwater has been constructed extending Northwards from the 
North end of the old breakwater to ensure tranquil sea conditions in 
uming circle of Bharathi Dock. 


CONTAINER HANDLING FACILITIES: There are 2 container berths 
wh a quay length of 600 m. and max. draft of 12.8 m. Four heavy duty 
rl eres of 35.5 tons — 40 tons capacity under spreader have been 
The container parking yard has a capacity for stacking 5,200 
‘nlainers and is served by 4 rubber-tyred transfer cranes of 35.5 tons 
“acity under spreader. 

Stop lift trucks for 20 ft. and 40 ft. containers. 

The container freight station with an area of 6,300 sq. m. has been 
wovided for stuffing and unstuffing operations. 

4) reefer plug points for refrigerated containers are available with a 


Sandby generator for giving continuous power supply to reefer 
containers. 


STEVEDORES: A copy of Manifest for stevedores’ required on board. 
Working hours: 1st shift, 0600 — 1400 hrs. (Recess 1100 — 1130 hrs); 
and shift, 1400 — 2200 hrs. (Recess 1900 — 1930 hrs.); 3rd shift, 2200 
800 hrs. (Recess 0200 — 0230 hrs.). 
Heed of Discharge/Loading: 
"ans, by hooks/derricks: 
8ulk: 300 tons per day per hook. 
ed: 300 tons per day per hook. 
sar acs: 250 tons per Vac. per day. 
liser: By hooks/derricks. 
ik: 200 tons per day per hook. 
: 300 tons per day per hook. 
ns ‘al Cargo: 150 tons per day per hook. 
i Cargo: About 150 t.p.h. 


SOCAL: Advance notice for medical aid useful if vessel anchored/ 
for “ Outside and not coming alongside, as it takes time to arrange 
Various , 8tc. Medical assistance arranged easily if vessel alongside. 
wel hospitals and private nursing homes with modern equipment 
‘ lable. All crew members to be in possession of valid health cards 


tenevp of inoculations/vaccinations against cholera, etc. Facilities for 
al available. 


“<= 
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BRIDGES: There are 2 bridges for pedestrian traffic only. 1 swing bridge 
at the entrance of Jawahar Dock and another Bascule bridge at the 
entrance of boat basin. 
TANKERS: Bharathi Dock — !: B.D.| is equipped for handling crude, 
products and furnace oil. There are 5 marine loading arms of 12 in. 
diameter each. The rated discharge of each arm is 1,500 tonnes per 
hour. Three of these arms are earmarked for handling crude oil and all 
the three arms are connected to a 30 in. diameter pipeline. Two of the 
crude arms are also connected to the furnace oil pipeline having a 
diameter of 14 in. 

The two product arms could be connected to either 14 in. diameter 
pipeline or to 20 in. diameter pipeline. 

The present maximum permissible draft at the berth is 48 ft. 

The berth is provided with fire fighting facilities consisting of remote 
control tower monitors, water curtains and fire hydrants, etc. 
Bharathi Dock — Ill: There are 5 marine loading arms, out of which 3 
are of 16 in. diameter and 2 of 12 in. diameter. The rated capacity of 
16 in. is 2,500 tonnes per hour and that of 12 in. is 1,500 tonnes per 
hour. The distribution of the arms for handling crude, product and furnace 
oil are same as in B.D.I. These marine loading arms are fitted with 
hydraulic remote control quick connect and disconnect (QCDC) 
couplings. 

The berth is provided with fire fighting facilities consisting of remote 
control tower monitors, water curtains and fire hydrants, etc. 

B.D.Ill is equipped with quick release mooring hooks to facilitate 
casting off the mooring ropes by remote control, 

The present maximum permissible draft at the berth is 53 ft. 

Both berths are equipped with efficient communication system with 
main harbour. 

Also see “Ship Operator's Report”. 
DENSITY: Varies from 1019 to 1025 according to season. No variation 
due to state of tide. 
FRESH WATER: Available and can be supplied to vessels either 
through shore connections or by water barges (rate 40 t.p.h.). During 
Summer months due to scarcity of water, full requirements of vessel 
may not be possible. 
FUEL: Heavy Oil, Marine Diesel Oil, High Flash High Speed Diesel Oil, 
conforming to the following specification limits are available from the 
Indian Oil Corporation Limited with 48 hours notice. 
(1) Furnace Oil Viscosity 100° F 1500 seconds Redwood | 


(Heavy Oil) 
or 180 C.St. at 50°C. 
Sulphur % by Wt. 4.5 maximum 
Flash point 66°C minimum 
(2) Light Diesel Viscosity 100° F 2.5 to 17.0 C. St. 
Oil (Marine (typical at 15°C. St.) 
Diesel Oil) 


Flash point 66°C minimum 
Sulphur % by Wt. 1.8 
(3) High Flash Kinematic 
High Speed Viscosity 2 to 7.5 C.St. 
Flash point 66°C 


Diesel Oil 
Sulphur % by Wt. 1 
Lubricants — All the grades are available. 
Note: Mode of Delivery — Heavy Oil by pipelines 
Marine Diesel Oil/High Flash High Speed 
Diesel Oil by trucks. 
No barge supplies. 


CONSULS: 
France Tel. 472131 Sri Lanka Tel. 476751 
Germany Tel. 473593/471747 United Kingdom Tel. 473136 
Japan Tel. 665594 U.S.A. Tel. 473040/478912 
Russia Tel. 71112 


REPAIRS: All types of deck/engine repairs possible. Experienced and 
established marine workshops available. 

DRY DOCKS: 1 x 40,000 d.w.t. and 15,000 d.w.t. Lifting capacities of 
14,000 tonnes and 2,500 tonnes respectively. 

SURVEYORS: Lloyd's Register, Bureau Veritas, Indian Register and 
ABS. Standard cargo and marine survey services available. 
GANGWAY/DECK WATCHMEN: Services of watchmen are 
Somme and they can be e ied from Dock Labour Board. 
OPENING/CLOSING HATCHES: Work of opening/closing of hatches 
usually depends on what Charter Party says and also type of hatches 
of vessel. Liner Term Vessels:- “MacGregor on — These types of 
hatches are opened/closed by the crew; but, if Owners/Master desires, 
rigging gangs may be hired for this work at Owner's expense. Ordinary 
— beams & hatch boards or pontoon type-opening/closing of this type 
of hatches is done by stevedores. 

CUSTOMS ALLOWANCES: Tobacco: 200 cigarettes and half-ounce 
tobacco per week can be held by each crew member. Wine/Spirit: 1 
open bottle of spirit or wine per week can be held by each crew member. 
CARGO GEAR: Vessel should be in possession of valid cargo gear 
certificate issued by competent authority. Port Dock Safety Inspector 
may inspect cargo gear before or during loading/discharging in spite of 
vessel being in possession of a valid certificate. 

REPATRIATION: All facilities for effecting crew changes and arranging 
repatriation exist. 

AIRPORT: The Madras Airport (Meenambakkam) about 15 miles from 
harbour and served by regular airlines. 

TIME: GMT plus 5.5 hours. 

HOLIDAYS: Declared by authorities are observed, but work completely 
closed on: Pongul, Republic Day, May Day, Independence Day, 
Mahatma Gandhi's Birthday and Deepavali. 
POLICE/AMBULANCE/FIRE: Police 100; Ambulance 102; Fire 101. 
TELEPHONES: Can be placed on board, but only on vessels at certain 
berths. All berths on West Quay, i.e. WQ 1, WQ 2, Centre Berth, WQ 
3 and WQ 4, North Quay berth and berths on Jawahar docks (West) 
only, i.e. JD 1, JD 3 and JD 5. 

SERVICES: All services available. 
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SHIP SUPPLY SERVICE: Madras Port does not operate off-shore ship 
supply services either by the Port Authority or by private parties. 
However, certain private firms and individuals have been granted 
permits to ply their launches within the Port limits for the purpose of 
pc acy Reel personnel, supply of provisions and stores for ships 
waiting at Outer Anchorage or for transporting sick crew members of 
ships. 


SHORE LEAVE: Crew members allowed ashore after securing shore 
passes issued by Port Security Officer. However, they must restrict 
themselves to city limits. 


IDENTIFICATION CARDS: All crew members should be in possession 
of their respective CDC's/Z. Cards/Passports. 


GARBAGE DISPOSAL: Skips are provided at all berths and cleared 
daily. It is the responsibility of the ship’s Masters to arrange to dump 
waste into these skips. Direct disposal of garbage from vessels to 
outside the port is also arranged by the ship's Agents. Details of charges 
and collection times can be obtained through Agents. 


WASTE OIL DISPOSAL: A waste oil reception tank of 4,400 kl. is 
available at the Tank Farm located close to the oil berths for tankers. 
Similarly one 5 ton capacity tanker trailer is available for cargo ships. 
One small tank of 175 ki. in the Tank Farm is available to store Sl 
from tankers. Additionally, the port has a multi-purpose self-propelled 
barge, “Prestige”, with 90 tons tank capacity to collect waste oil from 
ships. 


SEAMAN‘S CLUBS: 
(a) Marine Club, Rajaji Salai, George Town, Madras 600 001. 
Tel: 510821. 
(b) Seafarers’ Club, Rajaji Salai, Opp. Reserve Bank, Madras 600 
001. Tel: 562696. 
(c) St. Mary’s Church (Oldest church East of Suez), inside Fort 
St.George. 


CURRENCY: Indian Rupee. 


PORT REGULATIONS: Normal Port Sgn toeyseg No photography 
allowed in harbour except with Chairman of Port Trust's permission. 


WEATHER: Bad weather and seasons in Madras: 
(a) Cyclone Period: 
15th April — 15th June 
15th October — 15th January 
(b) Tropical Season: 


S.W. Monsoon 
N.E. Monsoon 


1st December — 30th April Load Lines 
Summer Season: | are read 
1st May — 30th November accordingly. 


DELAYS: When there is heavy arrival of bulk grain and fertiliser, vessels 
may expect a delay of about a week or so. 


DEVELOPMENTS: The Madras Port Trust have definite plans for the 
following scheme: 

Madras Port is planning a satellite port at Ennore, about 12 km. North 
of the present Port, mainly for import of about 8 million tonnes of coal 
per annum for the North Madras Thermal Power Station. This satellite 
port is likely to be completed by 1994. 


NOTICE: 
Instructions to Ship Masters: 

(1) No ship is allowed to enter the following area without a Pilot on 
board. This area is bounded by the following points: 

(a) Lat. 13° 06.4’ N. Long. 80° 18.7' E. 

(b) Lat. 13° 07.0' N. Long. 80° 19.7' E. 

(c) Lat. 13° 07.4’ N. Long. 80° 21.7' E. 

(d) Lat. 13° 08.2’ N. Long. 80° 21.7’ E. 

(e) Lat. 13° 07.5’ N. Long. 80° 18.5’ E. 
(2) Pilot Boarding Area No. 1 for ships less than 230 m. in length is 
marked by the following points: 

(k) Lat. 13° 06.5’ N. Long. 80° 19.6’ E. 

(I) Lat. 13° 06.3’ N. Long. 80° 19.6’ E. 

(m) Lat. 13° 06.3’ N. Long. 80° 19.9’ E. 

(n) Lat. 13° 06.5’ N. Long. 80° 19.9’ E. 
(3) Pilot Boarding Area No. 2 for ships of 230 m. in length or more is 
marked by the following points: 

(p) Lat. 13° 07.2’ N. Long. 80° 21.6’ E. 

(q) Lat. 13° 06.8’ N. Long. 80° 21.6’ E. 

(r) Lat. 13° 06.8’ N. Long. 80° 22.0’ E. 

(s) Lat. 13° 07.2’ N. Long. 80° 22.0’ E. 
(4) No ship is allowed to anchor within the Pilot Boarding Areas No. 1 
and No. 2 without express permission from Port Control. 
(5) Ships that are not berthing on arrival, should anchor South of 
Latitude 13° 06’ N. 
Instructions to Ships Approaching Madras Harbour: 
(6) Ships entering the harbour should have enough stem power to check 
their headway within their own length. 
(7) Ships embarking Pilot outside the harbour should have the pilot 
ladder rigged on the land side, irrespective of the direction of the wind. 
(8) All ships entering, plat bed shifting in the harbour are required to 


have the following minimum ballasted draft: 
LOA Draft Forward Draft Aft 
(ft.) (ft.) (ft.) 
500 10 15 
600 15 20 
700 20 25 
800 25 30 
900 30 35 


(9) Ships bound for Madras should contact Port's Signal Station ony, 
Channel 16 as soon as possible and give the following Particulars. 
(a) Ship's name ; 
(b) Nationality 
(c) Name of Master 
(d) Last Port 
(e) Local Agents 
(f) LOA 
(g) Draft, Forward and Aft 
(h) Summer Deadweight 
(i) GRT 
(j) NRT 
(k) Nature of Cargo 
(l) Hazardous Cargo, if any with I.M.D.G. Classification n 
Quantity. ; 
(10) Instructions to Masters during bad weather at Madras Por: 
Whenever a de pepooene is formed in the Bay of Benga » 
Meteorological Office sends out weather bulletins and the Madras py 
Trust hoists storm signals at her Signal Station in accordance with the, 
weather bulletins. During such conditions, Masters of ships inside », 
harbour are advised to contact the Port Signal Station on VHF 
16 for receiving the latest weather bulletins and any further guidanc, 
this regard. They are also adyised to immediately put out extra 
lines. In addition to this, if they experience any ranging of their ships; 
their respective berths, they should contact the Port Signal Sia» 
immediately and have the ship's main engine ready. If the Preval, 
weather conditions so demand, the ships that are affected due to rang, 
at the berths would be taken out of the harbour. 
Information regarding functioning of Madras Radio: 
(11) (i) Calling/Watch keeping: VHF 24 hours on Channel » 
(156.8 MHz) 
(ii) Passing messages by Madras Radio Channel 26 
Transmission: 161.9 MHz 
Reception: 157.3 MHz 
(iii) On W/T Watch keeping: 500 kHz. 
Transmission on 485 kHz. 
Reception as per Ship's working channel. 


SHIP OPERATOR’S REPORT: January 1987 (Updated 1992). 
General: Madras is an artificial harbour on the coast of Tamilnadu Sia 
Protected from sea and swell by 2 breakwaters, but is vulnerable: 
cyclonic weather. The oil berth is located in Bharathi Dock. The Made 
Refinery receives crude from Bharathi Dock Oil Terminal. 

Lube and non-flammable liquid cargo are also handled at West Qe 
No. 1/North Quay — which is also a general cargo berth. 

All terminals and berths within the port limits are owned and operas 

by Madras Port Trust. 
Communications: All traffic by W/T via Madras Radio (call sign: “VW 
When within VHF range, communication with Madras Pilot can 
established on VHF (Channels 16 and 14), which is located at the Pr 
Signal Station. 

Laden tankers should include in their initial ETA message: Deeps 
draft, actual displacement, cargo quantities, Shipper(s), Consigness 
and name of local Agent. 

The above information should be copied to: 

1. Agent Madras. 

2. Indian Oil Madras. Telex: 041-7168 for SR S & D Manager. 

3. Indlub, Madras. Telex: 041-6345. 

4. Indian Oil Bombay. Telex: 011-71656 for SR Shipping Manage 

ETA should be subsequently confirmed (or revised) 3 days, 2 cat 
and 1 day prior to arrival. 

Radio Pratique is permitted and the following information shoul! 
cabled to “Quarantine Madras”, maximum 12 hours and mining 
4 hours prior arrival: 

AAA Name of vessel and call sign. 

BBB ETA Madras — local time. 

CCC Maritime Declaration of Health has negative answers 1! 
questions. 

DDD No monkeys on board. 

EEE Names and dates of ports visited within last 30 days. 

FFF Ship healthy — request Free Pratique. 

Approaches: When within VHF range, call “Madras Pilot” on Char 
16 stating ship's name, ETA and t draft. There are 2 wat 
areas for Pilot which are clearly marked on the chart. The first wat 
area is for ships over 11 m. draft and the second is for ships under 11* 
draft. If it becomes necessary to anchor, Madras Pilot will advise ™ 
anchorage position. The anchorage has good holding ground 4! 
exposed to sea and swell. 

Prior to the Pilot boarding, the pilot office will advise the vess?* 
VHF, at short notice, to proceed to the beg Sage where the Pikt* 
board the vessel. Pilotage is compulsory. pilot boarding a’ 
about 1 km. to 1.5 km. seaward of Fairway Buoy. 

The depth of water in the Approach Channels (1992): 

Outer Channel = 19.2 m. 

Inner Channel = 18.6 m. 

Turning Circle = 18.0 m. 

Approach to Berth 
in Bharathi Dock = 17.7 m. 

Permissible Draft and Length of Vessels: Oil tankers carrying crude® 
or refined petroleum products normally berth at Bharathi Docks be 
|, Il and North Groyne Mooring, while tankers carrying lube oil 
West Quay I. 

Oil tankers may berth at Bharathi Dock ||, which is meant for lost 
of iron ore, if there is no vessel loading ore. Similarly, vacant oon 
terminal berths can be used by tankers, but only for transhipmet 
mother vessel to daughter vessel and shore discharge for all prods? 
with flashpoint above 40°C. 


> 


perth parameters and products handled are as follows: 
The per Maximum size of vessel 
Products handled 


Berth that can safely berth 
gare of Length Beam Draft 
Docks aa Wo 14.8 Crude, fuel oll, MDO 
! . , fuel oil, : 
pee ave Oil Jetty) restriction naphtha, motor 
a Docks I! 345 No 16.15 Regular and premium 
von ore Jetty) restriction asoline, kerosene 
tkers are handled viation turbine fuel, 
he perth when there high speed diesel 
+ iron ore vessel : : 
worng 210 sane 9.1 pe bone premium 
r ion 9 ine, kerosene, 
fiom Groyne) aviation turbine fuel, 
high speed diesel 
\ 152.4 No 7.9 Lube oil 
ay restriction 
sortainer Terminal 330 No 13.4 Lube oil 
restriction 


- thi Dock Oil Terminal: Bharathi Dock is an extension of old Madras 
r, built mainly for the export of iron ore and import of crude oil. 
gerth | is located along the inside of breakwater in the form of “T” head 
jetty with 2 mooring dolphins each side of the berth. There are 2 berths 
“Bharathi | - exclusively for oil tankers and Bharathi !l — designed for 
oe vessels but can be used by oil tankers, when the berth is vacant. 
There is also a mooring berth for oil tankers inside the main harbour 
where vessels are secured with 2 anchors, and stern to the harbour 
yalNorth Quay Breakwater. 
Bharathi Dock | is also used for ship-to-ship transfer as well as for 
sip-to-shore transfer. Both operations are performed while alongside 


the dock. 

general Cargo Berth Tanker Handling: The West Quay |/North Quay 
share a common facility which is connected to tanker with a 6 in. hose 
io receive lube. 


AUTHORITY: Madras Port Trust, Rajaji Salai, Madras — 600 001. 
Te 560161 and 562201 (24 hours). Telex: 041-331. FAX: 044-561228. 
Cables: Porttrust, Madras. Contact: Deputy Port Conservator. 


AGENT: G.A.C. Shipping (India) Pvt. Ltd., P.O.Box 1804, (141 Thambu 
Chetty Street), Madras 600001, India. Tel: (91-44) 5221588, 5222423. 
Telex: 418105, 418732 GAC IN. Cables: “Gacshipmas”, Madras. 


MALPE: 13.21 N. 74.42 E. 


_ ANCHORAGE: The port is an open roadstead. Anchorage can be 
obtained at a distance of 0.81 km. N.W. of Daria Bahadur Ghur Island. 
Depth at Anchorage — 4.5 fathoms. 
BERTHING: With the construction of two breakwaters, the channel in 
between is maintained at about 4.50 m. at LWOST. The maximum tidal 
range is 1.52 m. 

Length of Jetties: 1st — 33.53 m. 2nd — 5.79 m. 
FRESH WATER: Not available. 
FUEL: There are oil storage depots in the Port area where HSD oil can 
% supplied to small vessels. For ocean going vessels there is no 
bunkering facility. 
AIRPORT: Nearest at Bajpe (Mangalore). 
TIME: GMT plus 5.5 hours. 
HOLIDAYS: Holidays declared by the Collector of Customs, Bangalore. 
POLICE/AMBULANCE/FIRE: Malpe Police Station Tel: 21999 Udipi. 
Fie: Tel: 20333 Udipi. 

BANKS: Syndicate Bank and Corporation Bank, Malpe P.O., Via Udipi, 
South Kanara Dt., South India. 
GENERAL: There is a small shed for storage of cargo. Storm warning 
Sgnals are hoisted on the flagstaff. 

UTHORITY: Port Office, Malpe, South Kanara Dt., South India. 
py Mr. M. Devawas Shetty, Deputy Port Conservator, Te/: 20592 


WANDVI: 22.49 N. 69.21 E. 


DOCUMENTS: Arrival: Arrival Report with ship's details, Voyage 
andum, Crew Lists, Stores Lists. 

Departure: Departure Report with ship’s details, Export General 
pinitest, Certificate of Cargo Tonnage Loaded. 
TAGE: None. All vessels anchor in stream. 

ICTIONS: Vessels anchor in open roadstead in 3 — 5 fathoms, 

~25 miles from shore. Vessels of 9 ft. draft can reach wharves at 

and vessels drawing 12 ft. can reach Albert Edward Breakwater. 

4 having 750 tons cargo only can enter port during high tide. 

He dae tidal range 14 ft., average range 10 ft. Current 2 knots during 


HEALTH: Government Medical Officer attends as Health Officer. 
i 10: No radio. All messages delivered through Kandla. Ship to shore 
Tugs. oeages delivered through VHF at stipulated times. 
wd paences optional. 3 tugs and 1 launch. Charges based on time 
power. 
WEVEDORING: Arranged by Agent with Port Authority. 
FRE AL: 24 hours notice required of any medical requirements. 
PRECAUTIONS: Fire extinguishers are available at the port. Fire 
caer eweble at the Port workshops. Smoking strictly prohibited in 
WATCHMEN 
: Arranged through Agents. 
"ATCHES: Opened and closed by crew. 


a 


INDIA 


CERTIFICATES: Non-carriage of dangerous cargo, Cargo Gear 
Certificates, Statement that no passengers carried. 

CUSTOMS ALLOWANCES: No restrictions for crew of coastal vessels. 
Stocks of tobacco, wine and spirits to be declared to Customs. Wines 
and spirits prohibited in Gujarat States but Master permitted daily quota 
by Customs Authorities. 

REPATRIATION: No facilities. 

TIME: GMT plus 5.5 hours. 

HOLIDAYS: Usually possible to arrange work on holidays. 
POLICE/AMBULANCE/FIRE: Police 8; Ambulance 32; Fire 10. 
SHORE LEAVE: Crew of coastal vessels only allowed ashore subject 
prior permission from Captain of the Port. 

DELAYS: Delays to be expected in supply of cargo at times of lowest 
water. 

GENERAL: Gulf of Kutch Ports, viz. Mandvi, Mundra, Jakhau and 
Koteswar administered by Chief Executive Officer and Vice-Chairman, 
Gujarat Maritime Board, Anmedabad. Mandvi located on Southern coast 
Gulf of Kutch at mouth of River Bukmavati, seasonable, tidal and 
intermediate ports. 

AUTHORITY: Office of the Deputy Executive Engineer (Civil) and Port 
Office, Mandvi-Kutch, Gujarat Maritime Board, Mandvi-Kutch, India 
320455. Tel: 33 (Office), 40 (Residence). Cables: Portal Mandvi-Kutch. 
Contact: Port Officer, Mandvi-Kutch. 


AGENT: See “Cochin”. 


MANGALORE (Minor Old Port): 12.55 N. 74.52 E. 


PORT LIMITS: 

North: A line drawn due West from the Northern boundary pillar on 
the seashore about 740 yards from Sultan’s Battery to 
9 fathoms of water. 


South: The line drawn due West from the Southern boundary pillar 
to the seashore, about 1,000 yards below the marine yard to 
9 fathoms of water. 

West: The 9 fathom line between its intersections with the lines 
above defined as the Northern and Southern limits. 

DOCUMENTS: 


Crew Lists (6 copies). 

Crew's Declarations for Customs (4 copies). 

Stores Lists (4 copies). 

Currency Declaration (2 copies). 

Import Manifest, inclusive of Deck Cargo and bottom cargo (3 copies). 

Bill of Lading (1 copy). 

Ship's particulars inclusive of service stand (2 copies). 

Declaration of opium, dangerous drugs, gold, arms, ammunitions and 
explosives, monkeys on board, last and next port of call (2 copies). 

Valid Safety Equipment Certificate. 

Valid Construction Certificate. 

Valid Radio Certificates. 

Valid Certificate of Registry. 

Derat Certificate. 

Vaccination Certificates. 

Declaration of Health. 

Arrival Report and Port and Light dues receipts (2 copies). 
PILOTAGE: Compulsory. ETA must be informed at least 48 hours ahead 
of arrival. In the message of ETA the following information must be 
included: 

(a) Name. 

(b) Nationality. 

(c) Call sign of the vessel. 

(c) LOA (draft, forward and aft), g.r.t. and n.r.t. of the vessel. 
ANCHORAGES: Open roadstead. Vessels anchor in 7.32m. to 
10.98 m. due West of entrance and are loaded and discharged by 
lighters. Bar situated due West of entrance. Depth of bar 2.13 m. LWST. 
RESTRICTIONS: No night pilotage. 

HEALTH: Vessel arriving from foreign country sends radio message in 
code or otherwise to respective Agents who contact Port Health Officer 
accordingly. If vessel from yellow fever area, Master should give prior 
notice to Agent to arrange for Mosquito Party from Cochin to come to 
Mangalore and board ship on arrival. If suspected or infected, vessel 
should anchor not less than 0.5 miles from all other vessels and notify 
Port Authorities of situation either by radio or through signal station. 
RADIO: Call sign VWL on 500 kHz and 438 kHz working frequency. 
Tel: 24300. 

TUGS: 1 Port tug (210 h.p.) and 1 launch and 2 private tugs capable 
of towing over 600 tons each are available. 

CRANES: 11 ton and 1x5 tons. 

STEVEDORES: Stevedores available. Average loading/discharging 
rates per day: 

(a) \ron ore 400 tons per hook (weather permitting). 

(b) Fertiliser or wheat bags 200 tons per hook (weather permitting). 

(c) General cargo bagged 200 tons per hook (weather permitting). 
MEDICAL: 24 hours notice necessary to arrange for a doctor on board. 
Government Hospital and Nursing Homes available. 

DENSITY: Density of 1022/3 throughout year, except in September 
(immediately after Monsoon at beginning of shipping season) when 
density about 1016. 

FRESH WATER: Supplied by water barge at rate of 110 tons per trip 
with 48 hours prior notice. Cost of supply inclusive of all charges except 
crew overtime on holidays. Minimum order 35 tons. 

FUEL: Not available. 

CONSULS: None. 

REPAIRS: Minor repairs to engines and gear carried out by auto- 
workshops. 

DRY DOCKS: Small dry dock, maximum capacity 450 d.w.t. 
Dimensions, 110 ft. 30 ft. Depth on sill 8 ft. at MHWS. For minor repairs 


only. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle, 


SURVEYORS: Qualified Cargo Survey Agencies are available. 

Surveyors available for Lloyd's Register, American Bureau, Bureau 
Veritas, etc. 
GANGWAY/DECK WATCHMEN: Available. 
OPENING/CLOSING HATCHES: Stevedores or ship's crew, whichever 
to ship's advantage. 
CERTIFICATES: 

Ship's Registry. 

Derat Certificate. 

Articles of Agreement. 

Dock Safety Register (cargo gear). 

Radio Telegraphy Certificate. 

Load Line Certificate. 

Port Clearance from last port. 

Bill of Health. 

Safety Equipment Certificate. 
CUSTOMS ALLOWANCES: Tobacco: 200 cigarettes or 50 grams 
tobacco per week. Wine and spirits: 950 mi. per week. 
CARGO GEAR: Derricks and boat devices to be hoisted in when not 
required to prevent contact with masts and sailyards of lighters 
alongside. Advisable that lifeboats be lowered only on non-working side. 
REPATRIATION: Can be arranged by ship's agents or at shipping office 
for Indian crew. 
AIRPORT: Bajpe — 20 km. away. Daily air service available to Bombay 
to connect with international flights. 
TIME: GMT plus 5.5 hours. 
HOLIDAYS: 26th January, Republic Day; 15th August, Independence 
Day; 2nd October, Gandhi Jayanthi; and other local holidays declared 
by the Central Government. 
POLICE/AMBULANCE/FIRE: Tel: 100/102/101 respectively. 
EMERGENCY CO-ORDINATION CENTRE: Relay information to Port's 
Signal Station through New Mangalore Port. VHF also available at Port/ 
Signal Cabin. 
TELEPHONE: No arrangement for placing telephone on board. 
BANKS: State Bank of India, Main Branch, Mangalore 575 001. 
SHORE LEAVE: No restrictions. 
IDENTIFICATION CARDS: Shore passes are issued. 
GARBAGE DISPOSAL: No facilities. 
WASTE OIL DISPOSAL: No facilities. 
SEAMAN’S CLUBS: None. 
ELS: Adverse bar conditions necessitate stopping work for bad 
weather. 
GENERAL: Weather: During monsoon, mid-May to mid-September no 
communication with shore and port is officially closed. There is an All 
Weather Major Port at Panambur (New Mangalore Port) 9 km. North of 
roadstead. 
Tides: Range of tide 1.22 m. to 1.52 m. 
Lighters: Approximately 25 lighters are available with average capacity 
of 45 tons each and 3 motor launches. Depth at quay 2.44 m. LW. 
AUTHORITY: Captain A. J. Lobo, Port Officer, Old Mangalore Port, 
Mangalore 575 001. Tel: 26174 (personal), 25031 (residence). 

Sri Albert A.Menezes, Port Engineer, Old Mangalore Port, Mangalore 
575 001. Tel: 24814 (personal), 34139 (residence). 


AGENT: See “Cochin”. 


MORMUGAO: 15.25 N. 73.47 E. (See Plan) 


PORT LIMITS: Roughly up to 10 fathom line running North and South 
from Cabo to Grand Island. Vessel is considered “arrived vessel” when 
she comes under direction of Signal Station. 
DOCUMENTS: 
10 Crew Lists. 
10 Passenger Lists, if any. 
3 copies of Manifest. 
Last Port Clearance. 
1 Bill of Lading in case of imports. 
3 Stores Lists. 
3 Personal Property Lists. 
1 Letter of Authority to Agents addressed to Asst. Collector of 
Customs (prepared on arrival). 
1 Arrival Report to Immigration Officer. 
1 Customs Declaration. 
1 Inward Clearance Certificate. 
1 List of Particulars. 
1 Deck Cargo Certificate. 
1 Arrival Report. 
Last 7 items to be signed by Master in port after arrival. 
Ship's papers: Documents placed at disposal of port: 

Ship's Registry. 

Derat Certificate. 

Safety Equipment. 

Load Line. 

Radio Telegraphy. 

Indian Light Dues. 

Annual Cargo Gear Certificate. 

Safety Construction Certificate. 

PILOTAGE: Compulsory. ETA required at least 48 hours before arrival 
to order Pilot. Call Pilot by VHF Channel 16, preferably 6 hours before 
arrival, with subsequent amendments up to 1 hour before arrival. 

Pilot launch shows the Pilot flag. In fair weather Pilots board West of 
Entrance Buoys. In bad weather, Pilots guide vessel from launch until 
boarding possible. Pilot launch leaves from Inner Harbour with Pilot and 
is not stationed at any particular position. International Regulations for 
Pilots’ ladders applicable. Vessels awaiting Pilot may anchor 2 miles to 
4 miles West of the breakwater lighthouse, depending on arrival draft. 
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RESTRICTIONS/MAX. SIZE: Pilotage around the clock during jh. 
weather season (October — May). Draft restricted. Deep-laden Vins 
await high tide. Max. draft permissible 13.0 m. (with tide). 

Draft particulars for incoming ships to berths as detailed beloy 


Berth No. Max. Draft Max. Length 
(m.) (m.) 
5 8.50 168 
6° 7.50 220 
8 12.00 248 
9 13.00 305 
10 10.00 203 


Vessels loading West of breakwater in fair weather: No Testriction» 
size or draft. 

* Draft is temporarily reduced due to siltation and iron-ore dust depo: 
which are in the process of being dredged. 

HEALTH: International Regulations apply. Pratique automatic w, 
calling from another Indian port. Pratique granted by Port Health 04, 
by radio. Telegraphic Pratique can also be obtained from Port Hes 
Officer cable address “Quarantine Mormugao”. 

Master should send quarantine message 48 hours prior to any 
indicating: 

1. Name of ship. 

2. Expected date and time of arrival. 

3. My Maritime Declaration of Health has negative answers to a) 
Health Questions or ZT or My Maritime Declaration of Health: 
a positive answer to question (indicated by complements) o? 
(indicated by complements 1 — 6). 

. List of ports of call with dates of departure during last 30 day 
. Have or have not monkey on board. 
. Have or have not any person on board embarking at Ad 

Djibouti or Yemen. 

Request Radio Pratique. 

RADIO: Goa Radio, call sign VWG. Operating continuously on 500 ke 
417 kHz, and 2182 kHz. Communication range 100 miles. 

VHF radio telephone station at headland signal station, call sign G 
Port, calling Channel 16, working Channels 11, 12, 10 and 14 (24 how 

Port VHF station attracts attention of desired ship by light signalix 
when VHF is inoperative. 

VHF service restricted for port operation, ship's emer ies a 
movements. All messages to be addressed to Harbour Master. Thr 
party communication not allowed. 

TUGS: 3 tugs available with 30 ton bollard pull. Tugs usually used inse 

re Normally push, but when towing, use ship's lines or ty 

ines. 

BERTHING: Deep loaded incoming vessels berthed 2 hours before Hi 

ly also use anchor and quarter line to mooring buoy to keep? 
th. 

Berth No. 10: New multi-purpose general cargo berth. Length 250° 
Depth pest ep 11.0 m. 

BULK HANDLING FACILITIES: Ore Berth (Berth No. 9): Providedw 
a mechanical loading plant of a rated capacity of 8,000 tonnes/p.h. Ty 
facility, presently capable of fully loading 60,000 d.w.t. vessels: 
designed to cater for 100,000 d.w.t. vessels after further dredging: 
entrance channel, turning circle and berth. Vessels of up to 325 m. leg 
are being part-loaded alongside the berth up to a draft of 13.0 m, # 
then topped-up at anchorage by transhippers which are capable’ 
loading around 20,000 tonnes a day (loading rate at the berth vae 
from 60,000 — 90,000 tonnes per day). The channel is presently dred 
to —13.7 m. and berthing basin to — 13.1 m. Synthetic ropes only to» 
used for mooring. 

Berth No. 6: Equipped for mechanical handling of iron ore. Loading @ 
about 750 t.p.h. At present vessels of 30,000 d.w.t. with a draft of 7.50" 
can be accommodated. 

Ore Transfer in Stream: Carried out between October and May |® 
weather). Vessels are loaded or t -off to a draft of 20m. Fa 
transhippers available with loading, rates 950 t.p.h. — 3,000 t.p.h. 
STEVEDORES: Original ETA of 48 hours and a definite ETA of 24 how 
required and Master should indicate stowage and gangs required bes" 
arrival, also how derrick booms must be arranged so as to ena 
stevedores to arrange same on arrival. 

MEDICAL: Hospital facilities for any serious sickness and 
ambulance is available around the clock. 

TANKERS: Discharge line 35 cm., using 8 in. reducers. No la" 
facilities. Permissible draft in fair weather 12.0 m. at Oil Berth No! 
Max. LOA 248 m. Discharge facilities at Berths No. 4 and No. 5 for ME 
and caustic soda lye and loading facilities for molasses. Depth 85° 
DENSITY: Salt water 1025 — slightly fresh during monsoon seaso* 
FRESH WATER: Available alongside berths also from 200 tons cape" 
barge. Pumped by hose at 20 t.p.h. at berth, and 30 t.p.h. from ba? 
a restricted to 50 tons maximum if supply is limited. 


On 


Grades Viscosities 
High speed diesel oil Less than 45 Redwood 
Light diesel oil Alcieg 
Furnace oil (also known as 
light fuel oil) of 623 


48 hours advance notice required. 
FIRE PRECAUTIONS: During discharge of oil tanker, great care 
that no naked lights are visible nearby. Movements of unaute™ 
persons at point of discharge strictly restricted. Ships alongside ® 
to a distance of 100 ft. are advised not to emit smoke through ¥* 
Round the clock standby duty carried out by Fire Service, around 
till completion of cargo discharge. 
REPAIRS: No major repairs. Minor repairs only and no under 
welding facilities. 
DRY DOCKS: None. 
GANGWAY/DECK WATCHMEN: Necessary to have watchmen so 
of loading general cargo to protect goods. In case of loading iron 
no watchman required. 


_ 


gpgING/CLOSING HATCHES: Usually by crew, unless contrary to 
sto ALLOWANCES: Tobacco: 200 cigarettes per crew member 

week. Wine and/or Spirit: 4/5ths of bottle per week for each member 
rt n crew. 2/5ths of bottle per week for each member of Asian 
: r practice. 
ge Se GEAR: Certificates to be valid. 
agpATRIATION: Facilities exist for changing and repatriating crew. 

T: Approx. 7 km. from harbour. One local flight daily to Bombay. 

No intemational flights from Goa and all outgoing foreign passengers 
save to be repatriated via Bombay. 

GMT plus 5.5 hours. , ; 
HOLIDAYS: New Year's Day, Republic Day, Gudi Padva, Good Friday, 
vay Day, \d-UI-Fitr, Independence Day, Ganesh Chaturthi, Mahatma 
gandhi’s Birthday, Idu's Zuha, Diwali, Muharram, Feast of St. Francis 

vier, Goa Liberation Day and Christmas Day. 
‘E/AMBULANCE/FIRE: Police 2234 through Postal Exchange; 
snbulance (Health Centre) 2454 through Postal Exchange; Fire 222 or 
through Port Exchange and 2300 through Postal Exchange. 
TELEPHONES: No arrangements for installation of telephones on 


wooRe LEAVE: Crew members allowed to go on shore with Police 


SIFICATION CARDS: Not essential but according to Immigration 
ayie temporary Police landing pass issued to each crew member going 
» shore, valid for municipal area of Vasco town; if valid passport is 


GARBAGE DISPOSAL: Bins are provided alongside. Charges included 

a fees. 

{iste OIL DISPOSAL: Agents can make arrangements to collect oil. 

gontoon available for bilge water collection. 

SEAMAN’S CLUBS: None. Usual local facilities. 

_ AUTHORITY: Mormugao Port Trust, Mormugao Harbour, Goa, (India) 
99803. Tel: 2725, 2499, 2911. Telex: 0191-219. Cables: Harbadmin 
Yormugao. Contact: Captain V.S.Gopinath, Deputy Conservator. 

_ Captain B.Gomes, Harbour Master. 


AGENT: See “Cochin”. 


MUNDRA: 22.54 N. 69.42 E. 


LOCATION: In Gulf of Kutch near Navimal Lighthouse, about 2 miles 
nside Bocha Creek. Port is about 6 miles West of Mundra town. Salt 
exporting port open for deep sea and coastal traffic. Vessels calling 
Mundra anchor in open roadstead 2 miles from shore. Vessels of 8 ft. 
draft can berth alongside jetty. Highest tidal range 17 ft. Current parallel 
fo coastline running about 3 knots. 

AUTHORITY: Assistant Conservator. 


AGENT: See “Cochin”. 


NAGAPATTINAM: 10.45 N. 79.50 E. (See Plan) 


PORT LIMITS: All water front sea area and 50 m. from high water mark 
contained between the following 4 points: 
‘Lat. 10° 49’ 36” N., Long. 79° 51’ 06” E. 
2 Lat. 10° 49' 36” N., Long. 79° 57’ 06” E. 
3 Lat. 10° 44' 51” N., Long. 79° 57’ 30” E. 
§ lat. 10° 44' 51” N., Long. 79° 51’ 06” E. 
DOCUMENTS: To be completed by Masters of vessels on arrival: 
8 Crew Lists. 
§ Passenger Lists. 
3Form of Import Manifests of Stores. 
iUists of articles in slop chest. 
iPrivate Property Declaration of the Crew. 
3 Manifests. 
_ of Lading. 
‘al Report in the proper form. 
Deck Cargo Certificate. ine 
liom Cargo Certificate. 
's and Ammunition Certificate. 
Drugs Certificate. 
Sold or Silver Certificate. 
_ Maritime Declaration of Health. 
0de handed to Agents: 
ip's Register. 
Load Line Certificate. 
ei Equipment Certificate. 
Sty Construction Certificate. 
Safety Radio Certificate. 
Port Bill of Health. 
Port Clearance. 
ALOT, cates of Deck Officers, Engineers and Radio Officer. 
blot AGE: No pilot station, being open roadstead port. Vessels not 
ed to anchorage. 
ma RAGE: Vessels anchor according to draft and prevailing 
~140 ‘Conditions. In fine weather, good anchorage in depths of 7.0 m. 
vs ™. with lighthouse bearing 281° to 255°. Holding ground, sand 
Meson good. Agents, in consultation with Port Authorities, signal 
"on arrival of vessel, anchorage position for guidance. 


WAX. giz; 


att, E: No restrictions. Vessels choose anchorage according to 


a 
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HEALTH: On arrival Master to signal local signal station, addressed 
Port Health Officer stating vessel arrived and no sick person on board. 
Agents then obtain Free Pratique from Port Health Authorities. In event 
any person having chicken-pox on board, advisable that Master informs 
Agents sufficiently in advance to enable them make necessary 
arrangements for Port Health Officer to board vessel on arrival and 
obtain Free Pratique after Port Health Officer is satisfied that isolation 
arrangement on board adequate. 

RADIO: Madras Radio. Send ETA to local Agent 48 hours before arrival. 
VHF: Port Radio Station on Channels 16, 12 and 14. Working hours 
0600 hrs. to 1000 hrs. and 1500 hrs. to 1900 hrs. on all days, except 
holidays and Sundays. 

TUGS: 1 motor launch of 66 h.p. belonging to the Port Department is 
available for towing lighters. Launches owned by private owners are 
also available for towing lighters. 

BERTHING: Open roadstead port. No berths. A mobile crane of 4 tons 
capacity is available in the port for handling heavy cargoes. 
STEVEDORES: Port usually handles fertiliser imported on Government 
of India account and rate of discharge per day about 750 to 1,200 tons. 
Advisable that ETA of vessel is passed to Agents at least 2 days in 
advance to enable them to advise receivers to arrange necessary gangs. 
MEDICAL: No advance notice required unless sickness of serious 
nature when Medical Officer boards vessel on arrival. In case of sickness 
to officers or crew, Medical Officer boards vessel or if in condition to go 
ashore, necessary arrangements made to take sick crew to Doctor. 
District Headquarters Hospital with all medical facilities available. 
Special wards available for sick members of crew. Vaccination, 
inoculation against yellow fever, cholera, plague, etc., can be arranged. 

There are also a number of private nursing homes available. 
DENSITY: 1025. 

FRESH WATER: Available in limited quantities and dependent upon 
port getting continuous supply from municipality. A water barge of 
30 tons capacity is available. 

FUEL: Diesel oil available in a limited quantity. 

CONSULS: None. 

REPAIRS: Minor repairs in engine room and on deck can be effected. 
Chipping and painting can also be arranged. 

DRY DOCKS: None. 

SURVEYORS: 

1. Cargo inspectors not available. 

2. All pega Classification Society Surveyors available from Madras. 
GANGWAY/DECK WATCHMEN: In the interest of vessel, 2 gangway 
= deck watchmen daytime and at night to be employed to avoid 
pilferage. 
OPENING/CLOSING HATCHES: Opening and closing of hatches on 
arrival of vessel before commencement of discharge and on completion 
carried out by stevedores. Time used for opening and closing of hatches 
not counted. 

CUSTOMS ALLOWANCES: Tobacco, 1 carton per week per crew 
member. Wine and Spirit, Whisky or brandy 1 quart each member for 
a week. No restriction for beer as the issue is based on weather, etc. 
REPATRIATION: Facilities available for effecting crew changes and 
pile kell sed can be made for repatriation. 

AIRPORT: Nearest airport at Trichy, served by regular airlines. 

TIME: GMT plus 5.5 hours. 

HOLIDAYS: Observed as declared by Authorities. Vessels work on 
Charter Party and Government holidays but time not counted. No closed 
holidays but overtime charged for any work done on Government 
holidays and on Sundays. 

POLICE/AMBULANCE/FIRE: Police 22100; Ambulance 22102; 
Fire 22101. The Police and Customs Departments maintain their own 
W/T stations which can be contacted or utilised at times of emergency. 
EMERGENCY CO-ORDINATION CENTRE: The information should be 
passed on in case of a vessel in distress to the Maritime Operations 
Room/Sector Search and Rescue Co-ordination Centre as “Life-Saving 
Call” to Madras Radio for this area. 


Call Sign: VWM 
MADRAS 

RADIO 
Frequency: 500 kHz 
2182 kHz 
Time: Continuous. 


SERVICES: Hatch cleaning after discharge of cargo can be carried out. 
BANKS: American and European banks are not available at 
Nagapattinam town, but are available in Madras. 

STORING: See “Prelims”. 

1. Ship's stores to be sent to vessels are loaded into lighters from 
port wharves, as Nagapattinam is an open roadstead port, having no 
berths for mooring vessels. 

2. Stores can be taken from lighters both during loading and 
discharging. 

3. Trucks can proceed only up to the wharves of the port. The 
approximate distance from wharves to the ship depends upon the place 
of anchoring of the vessel. It will be about 2 to 3 nautical miles. 

4. Fork-lifts are not available. 

5. Necessary shipping bills are to be filed with the Port and Customs 
Offices before taking in stores from the shore to the vessel. 

6. Local riggers may be employed. 

SHORE LEAVE: Officers and members of crew aliowed to go ashore 
and necessary passes obtained by Agents. 

IDENTIFICATION CARDS: Needed. 

GARBAGE DISPOSAL: Not available. 

WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS: None. 

DELAYS: Usually no delay in anchoring vessels and generally all 
formalities including survey carried out on vessel's arrival. If vessel 
arrives between 0600 hrs. and 1400 hrs., she commences discharge 
same day. 
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GENERAL: No regular launch service between ship and shore. Agents 
hire out private launch and obtain permission from port office to ply 
launch between ship and shore, to facilitate officers and crew to go 
ashore and for Doctor, Agent and Port Health Officer. Port Authorities 
do not permit plying of launch after 1800 hrs. 3 trips arranged for launch 
to go to vessel and back from 0600 hrs. to 1800 hrs. every day weather 
on 

AUTHORITY: Port Officer and Harbour Master, Port Office, P.O. Box 
No. 6, Nagapattinam, PIN 611001, Tamil Nadu State, India. Te/: 22255 
(office), 22363 (personal), 22285 (residence). Cables: Port Officer, 
Nagapattinam. Contact: Port Office and Harbour Master. 


AGENT: See “Cochin”. 


NAVLAKHI: 22.57 N. 70.27 E. 


DOCUMENTS: 
Arrival: 

Last Port Clearance. 

Bill of Health/Maritime Declaration of Health. 

Customs Arrival Report. 

Port Arrival Report. 

Agent's Arrival Report. 

List of Same Bottom Cargo. 

Crew List (6 copies). 

Import General Manifest. 

Light Dues Receipts (in case the last port of call being Indian port). 

Stores List & Private Property List (8 copies each). 

Misc. Declaration. 
Departure: 

Port Clearance (handed over by Customs). 

Bill of Health. 

Port Departure Report. 

Agent's Departure Report. 

Income Tax Clearance Certificate (in case of export cargo). 
PILOTAGE: Not compulsory. If required an experienced local 

rovided by Port Authorities. In such cases Pilot meets vessel at 

oy station about 19.5 miles from port. 
ANCHORAGE: Open roadstead port. Vessels work in stream. 2 vessels 
can be brought to inner anchorage and work conveniently in good 
weather. In case a third vessel arrives, it has to anchor at Buoy No. 5 
until one of the vessels sails from inner erence. During non-monsoon 
times vessels can be moored at Buoy (Naviakhi) No. 5. Chart of the 
approaches is No. 2017. 
RESTRICTIONS: Night navigation not provided. Generally vessels’ 
movements during daytime high water period. Vessels should arrive 
Tuna Buoy 3 hours before high water in daytime. 
HEALTH: Port Health Officer available at Mahendrasinghji Hospital, 
Morbi. 
RADIO: Radio messages intended for this port should be addressed 
either through Kandla or Bombay Radio Stations. 
VHF: To be installed in the near future. 
TUGS: Four tugs available, 150 h.p., 370 h.p., 350 h.p., and 240 h.p. 
CARGO HANDLING: Ships lie at anchor in the stream about 2.0 km. 
from shore and cargo is shipped/landed through lighters. There are 17 
barges of 100 tons capacity each. There are 17 godowns of 
17,000 sq. m. floor area to store the cargo passing through ports. There 
are four 3 tonnes capacity cranes two of 5 tonnes capacity, and one of 
12.5 tonnes capacity. 
STEVEDORES: At least 24 hours notice to arrange gangs. Rate of 
loading and discharging for grains and fertilisers about 1,600 tonnes a 
day if 1 ship re. in case 2 vessels working simultaneously, 
combined average of ut 1,600 tons can be maintained in fair weather 


uide 
una 


days. 

MEDICAL: Small dispensary exists under control of Medical Officer. 
Qualified extensive medical facilities available at Morbi which is 44 km. 
away or Rajkot about 109 km. Health Officer comes from Morbi to attend 
vessels, if required. 

DENSITY: 1025. 

FRESH WATER: Supplied only in small quantities. 1 barge with carrying 
capacity of about 49 tons a trip. Due to very low pressure in pipelines, 
minimum 12 hours to fill barge. 

FUEL: Not available. Can be arranged by Agents. 

CONSULS: None. 

REPAIRS: Workshop for repairs to port equipment and urgent repairs 
of minor nature can be carried out. 

DRY DOCKS: Dry dock for repairs to port service units is under 
construction. 

GANGWAY/DECK WATCHMEN: Necessary to appoint watchmen on 
board to avoid possible thefts. 

OPENING/CLOSING HATCHES: Depends upon terms of working. 
Local stevedores generally attend to this operation but charge to vessel 
(Owners) in case these operations are vessel's account. 
CERTIFICATES: 

Load Line Certificate. 

Safety Equipment Certificate. 

Safety Radio Certificate. 

Ship's Register. 

Derat Certificate. 
REPATRIATION: Crew bein 
to Jamnagar or Rajkot (after 
available. 

AIRPORT: Naviakhi not connected by air. In case of emergency, 
Jamnagar or Rajkot nearest airports. 

TIME: GMT plus 5.5 hours. 

HOLIDAYS: The port holidays are taken as office holidays and non- 
working days as Charter Party Holidays. Except for non-working days, 
overtime work will be carried out on payment of overtime. 
SkenNare ote eae Checkpost Police Station without 
te ne. 
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repatriated from this port would be sent 
ustoms examination) where facilities are 


TELEPHONES: Few important offices are connected with telephon, 
and no telephone service can be provided on board vessel. 
SHORE LEAVE: The crew members are allowed ashore on 
identification Cards to Customs and Ports. Hom, 
IDENTIFICATION CARDS: Customs examine and issue PASS to ny 
But if crew go to suburbs (beyond Morbi which is 30 miles away), ide 
cards should be carried. 

DEVELOPMENTS: A new lighter-wharf measuring 102 m. x 8mm 
three approaches in Sue-Side Creek is under construction so as to, 
lighters all round the clock. 

AUTHORITY: Port Officer, Port Officer's Office, Naviakhi Port, 


AGENT: See “Cochin”. 


NEENDAKARA: 08.56 N. 76.33 E. 
SHIPMASTER’S REPORT: July 1985. 


Neendakara is a seasonal port and operates only from mid- 
to mid-April. About 5 to 6 deep sea vessels load per year. Only exy 
cargo of mineral sands is loaded i.e. (Silliminite, Illuminite and Ziroy. 
The shippers are Indian Rare Earths Limited, which is a Governmen; 
India a aatma ts 
PORT LIMITS: There is no defined port limit as such. For the pur 
of Charter Party a vessel is considered as an “arrived ship” from) 
time of dropping anchor. 

DOCUMENTS: See “Cochin”. 

PILOTAGE: Neendakara is an anchorage port hence no Pilots availa 
ANCHORAGE: There is no defined anchorage. We anchored 2.5 ms 
due West of the breakwater in a depth of 15 m. Holding ground is gow 
Care should be taken to anchor the vessel in such a position so as; 
have at least 5 m. under the keel on expected maximum departure dz 
as sometimes heavy swell can be experienced. Agents, Customs » 
Port Officer usually board vessel during daylight hours for clear 
vessel. Port Officer usually does the draft survey and also hx 
inspection prior to loading. 

RESTRICTIONS: There are no restrictions on arrival/sailing at ng 
tide or draft. 

MAX. SIZE: No limit. 

HEALTH: Radio Pratique not possible. A doctor from local Governme: 
hospital is empowered to grant Pratique. The doctor does not comer 
board vessel. Completed Health Declaration and Vaccination Lis; 
taken by the Agents to obtain Pratique. Pratique is automatic if comy 
from another Indian port. 

RADIO: It is best to send ETA messages via Bombay Radio or Made 
Radio and Agents kept well informed. 

VHF: VHF is installed in the Port Office and watch is usually kept te 
0800 hrs. to 2200 hrs. when a ship is loading at anchorage. Also ot 
of 6 harbour tugs is equipped with a VHF set. Port Office keeps wat 
on Channel 16. 

RADAR: No Port Radar. 

TUGS: Port has 6 small tugs for towing barges during loading operait 
of deep sea vessels at anchorage. The tugs are old and some of te 
are under repair at any one time. 

BERTHING: No berths available. 

BULK CARGO FACILITIES: Cargo is loaded in bulk and/or bags. !' 
brought to the ship in pene by barges. The bags are brought on bos! 
and emptied into ship’s holds. The bags are mostly torn and a ki! 
cargo is lost overboard or left behind in barges. On completion of load 
vessel will usually receive about 6% to 8% less than the shore figue 
Hence Master must ask for more bay 9 

STEVEDORES: About 100 labourers boarded the vessel and stayed? 
board throughout the loading except from 2000 hrs. on Saturday 
0800 hrs. on Monday. No work on Sundays. Average rate of load 
was about 800 — 1000 tonnes per day. First barge comes alongside 
ship at about 0900 hrs. and last barge leaves shore at about 1700’ 
Loading stops around 2200 hrs. after cargo from last barge has be 
loaded. Strict watch should be kept on number of bags per sling 45" 
labour tends to overload the slings. Repeated warnings by St! 
Officers made no impact so it became necessary to switch off 
power for about half an hour and only then did they reduce the load /¥ 
sling. 

Vessel must arrive with maximum fresh water and maintain 
rationing during stay at anchorage. Usually overtime work is not posstt 
but to finish the ship they may speed up the loading. While we # 
loading, there was possibility of strike from a certain date and he 
need to complete loading before that date, more labour was placed? 
board and loading rate went up to about 1,300 tonnes to 1,400 tom 


per day. 

MEDICAL: All cases of illness are referred to Benziger Hospi’ 
Quilon. It is preferable to give advance notice to Agents. Dental faci 
also available. Cholera inoculations can be arranged. 

DENSITY: Salt water. 

FRESH WATER: Advance notice to be given to Agents. It is expe" 
to take fresh water as it is supplied by tugs at the rate of 15 tonnes 
trip. There is no water barge available. Approximate cost Rs.100* 
tonne. 

FUEL: Not available. Nearest port for bunkers is Cochin. 
CONSULS: None available. 

REPAIRS: No repairs possible. 

DRY DOCKS: None. 

SURVEYORS: Have to be called from Cochin. 
GANGWAY/DECK WATCHMEN: Ship's crew must keep a constant? 
on deck. Keep all stores, accommodation entrances and cabins oot 
= to keep lifeboat gear and fire equipment under lock and key: 
OPENING/CLOSING HATCHES: By ship's crew. 


wa 


cystoMS ALLOWANCES: 1 bottle spirits and 200 cigarettes per crew 
member per week. _ ay : 

CARGO GEAR: Loading by ship's gear only. Ensure that a few gin fall 

and cargo blocks kept ready as same may require changing due 
ae handling of cargo gear. 
oO ATRIATION: Possible. Advance notice should be given to Agents. 

T; Nearest airports are Trivandrum and Cochin from where 

jomestic flights will connect to Bombay/Madras for international flights. 
nME: Always GMT plus 5 hours 30 minutes. 

DAYS: Same as “Cochin”. 
gaNKS: Branches of most Indian Banks in Quilon. 
STORING: Should be avoided as labour charge too much to transfer 
ores from truck into tug and then from tug to vessel at anchorage. 
‘zpour does not permit stores to be handled by ship's crew when they 
ye working cargo even if one hook idle or even if vessel has special 

derrick. Thus, it is best to get stores alongside at night when 
spour has completed loading for the day. 

No forklift truck available ashore, but truck can go up to about 75 ft. 
som the barge. At times the tug allocated for stores may not be able to 
some alongside jetty but may tie up alongside a barge in which case it 
< extremely difficult to handle heavy packages as there is no crane 

ie and every item must be carried by hand. Even tug’s crew and 
cot Office personnel expect “complementaries” from the vessel and 

for allowing use of tug for stores. On shore stores are handled 
py labour only. No attempt should be made to employ cheap labour from 
| aside by any other means as it will lead to stoppage of cargo loading 
sh on vessel as well as ashore. Provisions are supplied to vessel by 
jsnip chandler from Quilon. He has his own launch and will bring 
yovsions onboard after midnight. 

& LEAVE: No restriction on shore leave. 
DENTIFICATION CARDS: Not issued. However, every crew member 
ending ashore must sign a register in the Port Office, giving his 
saticulars and time landed. On returning from shore he must also sign 
and put down time of return. 
DELAYS: No delays. Usually only one deep sea vessel is loaded per 
month. 


AGENT: See “Cochin”. 


NEW MANGALORE: 12.57 N. 74.48E. — (See Plan) 


LOCATION: New Mangalore port is situated at 9 km. North of the 
auisting minor port of Mangalore. 
PORT LIMITS: Westward Points: 
(a) Latitude: 12° 53.6’ N. Longitude: 74° 44.4’ 
(b) Latitude: 13° 00.2’ N. Longitude: 73° 43.1’ 
DOCUMENTS: Quarantine: 
Declaration of Health. 
Derat Certificate. 
Vaccination Certificate. 
Customs: 


E: 
E. 


General Particulars of the vessel. 
Declaration of Deck Cargo and same bottom cargo. 
‘Crew List — (8 copies). 
Arrival Report — (2 copies). 
Departure Report (2 copies). 
General Declaration in Form No. 1 — (3 copies). 
Maritime Declaration of Health — (5 copies). 
‘Cargo — in Form No. H — i.e. Cargo for Discharge — (3 
copies). 
Vessel's Stores List in Form No. Ill — (5 copies). 
Ust of Private Property (Property in possession of Master, Officers 
and crew of vessel) in Form No. IV — (5 copies). 
‘These items should be prepared in advance before arrival of the vessel. 
The other documents can be filled in after arrival. 
*ot Requirements: 
General Particulars of the vessel. 
Declaration of Deck Cargo and same bottom cargo. 
Arrival and Departure Report on Port's Form — (in duplicate). 
Declaration to comply with the Regulations of the Port for granting 
Certificate. 
"migration: 
Crew List — (2 copies). 
Passports for scrutinisation. 
‘PROACHES: The port has been created by carving out of the 
"anland a 200-acre lagoon 13.0 m. deep. The lagoon is connected to 
* sea by an approach channel, 5,400 m. long, 245 m. wide, 13.5 m. 
deep and protected by 2 breakwaters each 570 m. long, constructed 
uve either side of the channel and extends to the 5 m. contour. 
Fa IGATION AIDS: The outer approach channel is marked by a 
ae Buoy and 4 sets of channel marker buoys which are lighted, 
'n addition there is a set of front and rear transit towers with lights 
Pots the center-line of the channel. 
¥ TAGE: Compulsory. ETA must be informed at least 48 hours ahead 
amival. In the message of ETA the following information must be 


(a) Name. 
(0) Nationality, 
y Call sign of the vessel. 
{) LOA, (Draft fore and aft), g.r.t. and n.r.t. of the vessel. 
Ta Slegraphic Address of the Pilot Station: New Mangalore Port Control. 
ps4 /407428. 
2 Boarding Station: 
vanitude: 12° 54’ 55" N. Longitude: 74° 45’ 24” E. 
Channel or frequency to be used: Channel 16. 
Mnel or frequency to be used to contact Pilot Boat: Channel 12. 
"ption of Pilot Boat: Coloured in red hull and white 
“herstructure. 
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Berthing and Unberthing: 
(a) Berths arranged by the Committee of the Port Trust in advance. 
(b) Three tugs available for berthing and unberthing. 
(c) Linesmen and boatmen are arranged through Port Trust. 
(d) ETD requires minimum 2 hours advance notice to Port Control/ 
Deputy Conservator/Harbour Master's Office. 
ANCHORAGE: Vessels are advised to anchor North of the Fairway 
Buoy and distances depending on draft of the vessel. Entry into the 
channel with Pilot is made with 2 transit towers with lights. 
RESTRICTIONS: No restrictions. Night pilotage available. 
MAX. SIZE: No restrictions on length and beam. Also see “Berthing’”’. 
HEALTH: The following radio advice is required: 
(a) Name of the vessel and ETA with date. 
(b) Request for Radio Pratique. 
(c) International Code (ZT). 
(d) International Code (ZU). 
(e) List of Ports of Call with dates in last 30 days. 
(f) Have/Have no monkeys on board. 
(g) Have/Have no persons embarked at Aden/Djibouti. 
(h) Condition of health of all on board with details of any sickness 
and whether all vaccinated. 
RADIO: Mangalore Radio: Call sign VWL on 500 kHz., 438 kHz. Tel: 
411388. 
VHF: Communication facilities with Port Control on Channel 16. For Port 
Operations Channel 12 can be used. On arrival of the vessel general 
information will be given. 
RADAR: No Port Radar Service. 
TUGS: 2 x 30 ton bollard pull tugs and 1 x 22.5 ton bollard pull (V.S.P.) 
tug available for berthing and unberthing of ships. Normally the tugs 
meet the vessel that is entering at the base line, which is at the entrance 
to the lagoon. 
BERTHING: New Mangalore Port provides 7 alongside berths for 
handling general cargo, bulk cargo, break-bulk cargo, liquid cargo and 
containers, etc. Berth No.8 is reserved for handling iron ore 
(mechanised) and handles 60,000 d.w.t. vessels. Berth No.9 is 
exclusively for handling POL products, edible oil, Naphtha, etc. 
(a) 1 straight wharf on the Eastern side of the dock arm which is 
594 m. in length and consists of 3 berths having a draft of 33 ft., 
31 ft. and 31 ft., respectively (South to North). 
(b) 1 straight wharf on the Western side of the dock arm which is 
594 m. in length and consists of 3 berths having a draft of 30 ft., 
20 ft. and 26 ft. respectively (South to North). 

(c) 1 shallow draft berth of 22 ft. draft and 127 m. in length. 

(d) 1 iron ore berth of length 290 m., draft 41 ft. (12.5 m.). 

(e) Tanker Berth: See “Tankers”. 

CRANES: The following electric level luffing wharf cranes are positioned 
at the Straight Wharf: 1x6 ton, 3x3 ton and 4x10 ton. 

One iron ore loader situated at the Ore Berth for loading iron ore, 
cement, etc., directly to vessels through chutes. 

No cranes available in other berths. 

Ship has to use her own gear in those berths. 

Three tyre-mounted mobile cranes available for shore operations with 
capacity up to 30 tons. Similar cranes of lesser (5 ton) capacity available 
from private parties. 

BULK CARGO FACILITIES: The Wharf Berths (No. 2, 3, 4, 5, 6 and 
7) are reserved for Bulk Cargo Handling. Normally grains, fertilisers, 
cement, etc., are handled at this berth. 

SPECIALISED CARGO HANDLING FACILITIES: This port is not 
specially equipped for handling containers. But containers are handled 
by ship's gear and with the limited mobile equipment of the Port. Agents 
are allowed to use private handling equipment inside port. 

At Oil Jetty liquid chemicals/oils/molasses, etc., can be handled. 
No facility at the moment for LPG carriers. 


STEVEDORES: Advise before 0400 hrs. for commencing 0600 hrs. 
shift, and 1200 hrs. for commencing 1400 hrs. shift. 

Main commodities loaded: 

Coffee — average load rate per gang per shift — 120 tonnes. 

Granite stones — average load rate per gang per shift 250 tonnes. 

Fruit products and cashew kernels — average load rate per gang per 
shift — 3,500/4,000 cartons. 

Reefer Cargo — average load rate per gang per shift — 3,500/4,000 
cases. 

Heavy Machinery — average load rate per gang per shift — 120 tonnes. 

Iron ore concentrate and pellets through mechanised ship loader — 
3,000/4,000 tonnes/hr. 

Main Commodities Discharged: 

Fertilisers — average discharge rate per gang per shift — 120 tonnes. 

Tanker Oil — 400/500 tonnes/hr. 


MEDICAL: No advance notice except in cases of serious illness to be 
included in arrival cable. Ample hospital facilities for treatment are 
available. 


TANKERS: The oil jetty is located in the S.W. portion of the lagoon very 
near to the approach channel. The draft available at the oil jetty is 
10.1 m., which affords berthing facilities for 30,000 d.w.t. (length 600 ft.) 
product carriers, molasses and edible oil tankers. 


DENSITY: 1025. During S.W. Monsoon density varies, may fall to 1010. 


FRESH WATER: Available at all berths. Direct delivery from shore to 
vessel. 

Cost: Rs.24/— per ton subject to a minimum of Rs.510/— in respect of 
vessels other than coasting. 

FUEL: Oil delivered by Indian Oil Corporation (a Government of India 
undertaking) by tank trucks in all berths. Major grades bunker fuel/diesel/ 
marine lubricants can be obtained from them. Pipeline supply of fuel oil 
at Iron Ore Berth and Oil Jetty. 

FIRE PRECAUTIONS: Only normal precautions against fire at berths. 
CONSULS: No countries have Consuls at the port. 

REPAIRS: Most deck and engine repairs are carried out. 

DRY DOCKS: No dry docking facilities at the port. 
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SURVEYORS: 
(a) Qualified Cargo Surveying Agencies are available. 
(b) Surveyors available for Lloyd’s Register, American Bureau, 


B.V., etc. 

GANGWAY/DECK WATCHMEN: Services are available at port and 
compulsory. hee ey are at Rs.35/— per shift per watchman. 
OPENING/CLOSING HATCHES: Stevedores or ship's crew, whichever 
to ship’s advantage. 
CUSTOMS ALLOWANCES: 50 grams of tobacco or 200 cigarettes and 
950 ml. wine/spirits per person per week. 
CARGO GEAR: Cargo can be handled either by ship’s gear or shore 
cranes. Shore cranes are available up to 10 tonnes capacity. 
REPATRIATION: Crew changes and repatriation can be carried out. 
AIRPORT: 15 km. from the harbour and 21 km. away from Mangalore 
City. Daily air services available to Bombay to connect with international 
flights. 
TIME: Local time is 5 hours 30 minutes ahead of GMT. 
HOLIDAYS: 26th January — Republic Day; 15th August — Independence 
Day; 2nd October — Gandhi Jayanthi. 

No work on these days. 
POLICE/AMBULANCE/FIRE: Tel: 100/102/101 respectively. 
EMERGENCY CO-ORDINATION CENTRE: Relay information to Port 
Signal Station. 
TELEPHONES: No facilities on berths but available in sheds. 
SERVICES: Services available for tank cleaning, compass adjusting, 
radio/radar repairs, etc., with prior arrangements. 
BANKS: Branches of all nationalised banks. 
STORING: See “Prelims”. 

(1) By truck. 

(2) Barges are normally not used for storing. 

(3) Trucks can proceed alongside berth. 

(4) Forklifts also used on the jetty while handling palletised or heavy 

stores. 

(5) Customs documentation and regulations are in force. 

(6) Private labour is to be engaged for loading stores. 
pide LEAVE: No restrictions — crew members are allowed to go 
ashore. 
IDENTIFICATION CARDS: Shore passes are issued. 
GARBAGE DISPOSAL: Not available. 
WASTE OIL DISPOSAL: No collection facility is available. However 
ships with their own gear and flexible hoses can discharge up to 
500 tonnes of slop or ballast water into a tank constructed near oil jetty. 
SEAMAN’S CLUBS: None. 
CURRENCY: Indian Rupee (Rs.). U.S.$ 1.00 = Rs.31.00 (15.2.94). 
REGULATIONS: No regulations. 
DELAYS: Priority berthing for 24 hours port stay are generally allowable 
for export and import general cargo ships. Otherwise berths are offered 
according to priority of arrival for long-duration ships. 
DEVELOPMENTS: Proposals are on for establishing a 3 million ton oil 
refinery for which port facilities for handling tankers of about 150,000 
d.w.t. are to be created. Likewise the size of ships for loading iron ore 
are also to be increased, and there is also a possiblity of handling ships 
transporting thermal coal for a 2 x 210 megawatt power generation 
Station to be established in the neighbouring area. 


SHIPMASTER’S REPORT: Updated 1987. 

Documents: Same as other major Indian ports. 

Pilotage: Pilot boards in vicinity of Fairway Buoy. Pilot boat has pilot 
flag atop its mast. 

Restrictions: Regular night pilotage is provided. 

Anchorage: North of Fairway Buoy as South of buoy being used as 
dumping ground for dredgers. 

VHF: Channel 16 for calling and listening. Pilots operate on 12 and 16. 
Radar: None. 

Hospital: Hospital facilities good. 

Hatches: Opening/closing by ship’s crew. 

Drydocks: None. 


AUTHORITY: New Mangalore Port Trust, Panambur, Mangalore 
575010, South India. Te/: 407300, 407341 PABX. Telex: 0832-220 
Ponm In. Cables: Portrust. FAX: 0824-408390. Contact: The Chairman. 


AGENT: See “Cochin”. 


OKHA: 22.28 N. 69.05 E. 


DOCUMENTS: 5 copies each of Import Manifest, Crew List. Passenger 
List, Ship's Stores Manifest, Crew Property List. 

PILOTAGE: Compulsory. Pilot station Lat. 22°30.5’ N., 
69° 04.6’ E.; 1.35 miles N.W. of Samiani Light Tower. 
ANCHORAGE: Roadstead anchorage near pilot station. 

MAX. SIZE: 525 ft. LOA during N.E. monsoon and 540 ft. LOA during 
tid monsoon. Max. draft variable, 22 ft. — 27 ft. depending on daily 
tide. 

PRATIQUE: The Master should cable the Port Health Officer 
(Quarantine Okha) in International Health Code, requesting Free 
Pratique. If Radio Pratique is not effected, then Masters should present 
Maritime Declaration to the Customs Boarding Officer who is authorised 
to grant Free Pratique. If the vessel is arriving from yellow-fever area, 
the mosquito control team is arranged from Kandla, where the cable 
address of the Port Health Officer is “Sangrodh Kandla”. 

RADIO: Post and Telegraph Department Wireless station call sign VWO 
can be contacted from 0800 to 2000 hrs. |.S.T. for communication to 
and from Local Agents. 

TUGS: Port-owned tugs join vessel while entering port channel and/or 
vacating it at time of berthing and/or unberthing. 

CRANES: Vessels use own derricks for heavy lifts. There are 2 electric 
cranes at the Dry cargo berth each 1.5 — 2.0 tons capacity. 
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Long. 


BERTHING: Only daylight hours. Vessels should be ready in all T89 
to move berth 1.5 hours before high water at pilot station. 
Sayaji Pier — East side 27 ft. draft; West side 20 ft. draft. 
aaa berth — 25 ft. draft. 
BRIDGES: None. 
STEVEDORES: Firm ETA including requirements order avoid eta, 
(a) Exports: Mainly cement, bauxite and chemicals and Ore, 
merchandise, rate 100/125 tons per shift per hook. 
(b) Imports: Mineral oils average rate about 300 to 500 t.p.h. ACConE, 
to ship's pumping capacity; general cargo same rate as export, 
MEDICAL: Port Health Officer always available. Well-equipped 
at Mithapur under Tata Chemicals at a distance of about 7 miles 
port. Medical aid available throughout day and night. 
TANKERS: All dry cargo vessels regulations apply for 
particularly size, etc. 1 berth, draft 27 ft. No slop facilities. 
DENSITY: 1025. 
FRESH WATER: Limited. Port supplying water by barge and so 
pipeline. In normal cases 25 tons water supplied per day. In case. 
emergency 40 tons water can be supplied per day. : 
FUEL: Available but arrangement should be made through Indian 9 
Corporation; head offices at Bombay. 
FIRE PRECAUTIONS: Port Department maintains a small fire stat, 
CONSULS: None. 
REPAIRS: Only minor repairs. 
DRY DOCKS: None. 
GANGWAY/DECK WATCHMEN: Vessel! to provide own gangr, 
watchmen. Shore-watchman available for employment on shift bap 
(8 hour shifts). 
OPENING/CLOSING HATCHES: To be attended to by ship's crey 
not contracted with stevedores which may cost extra. 
CERTIFICATES: Ship's Register, Load Line Certificate, Sa» 
Equipment, Safety Gear, Radio. 
CUSTOMS ALLOWANCES: At Customs Preventive Squad's discreiy 
CARGO GEAR: Normal gear supplied by stevedores for hire. 
REPATRIATION: Necessary formalities to be completed at Dis: 
Headquarters situated at Jamnagar, a distance of about 110 miles: 9» 
as Police, Health (whereas Customs formality can be completed local 
AIRPORT: Nearest airport Jamnagar about 110 miles connected « 
Okha by rail and road. Only local service to Bombay daily operated 
TIME: GMT plus 5.5 hours. (I.S.T.) 
HOLIDAYS: As declared by Port Authorities, cargo work can} 
arranged by paying usual scheduled overtime but labour's obsene 
holidays (about 8 days in a year) completely closed. 
TELEPHONES: Only for tankers by respective oil installation. 
SERVICE: Tank cleaning by manual labour. 
SHIP SUPPLY SERVICE: Off-shore ship supply service operated) 
J. M. Baxi and Co., Bombay. 
SHORE LEAVE: Crew allowed ashore after vessel cleared) 
immigration officer who boards vessel on arrival. 
IDENTIFICATION CARDS: Necessary. 
DELAYS: Delay only encountered if berth or moorings are occupié 
GENERAL: Port governed by Gujarat State and all rules and regulates 
laid down by them in addition to Central Government rules applica 
to this port. Port connected with hinterland by rail, motor transpr 
300 miles by sea from Bombay, 2 tides in 24 hours, mean high we 
spring rise about 11.5 ft. and mean low water neap rise 9.5 ft.; cum 
in neap tide is 2 to 3.5 knots. Wind force/direction during April/Septem: 
S.W. 3/5 and in October/March N.W. to N.E. from 2/4. 
AUTHORITY: Port Officer — Okha Port and Superintendent of Custom 
Okha (Ahmedabad Collectorate). 


AGENT: See “Cochin”. 


PARADIP: 20.14 N. 86.42 E. (See Pler 
PORT LIMITS: When vessel arrives in the Roads, 1 mile S.E. of Faire 


uoy. 
DOCUMENTS: 
8 copies Crew List. 
3 copies Ship's Stores List (Form No. lil). 
Crew Private Property List (Form. IV) including Foreign Cure” 
Declaration. 
copies Currency Declaration. 
copies Passenger List, if any. 
copies Cargo Manifest. 
copies Survey Bottom Cargo Manifest, if any. 
copies Deck Cargo Certificate. 
copies Hazardous Cargo Certificate. 
copies “No Opium” Certificate. 
copies Arrival Pets Abroad. 
copies Declaration for “No Monkeys on Board”. 
copies Any other Declaration. 
The Master of the vessel should deposit the following documents ® 
the Port Authorities through their Agents. 
Ship Registration. 
International Load Line Certificate. 
Safety Radio Certificate. 
Light Dues Certificate. 
Safety Equipment Certificate. 
Last Port Clearance. 
International Health Certificate. 
Derat Certificate. 
Last 3 Ports Certificate. 
Cavities Certificate. 
Ballast Certificate. 
Vaccination/Inoculation Certificate. 
Arms and Ammunitions Certificate. , 
The Agents will return the documents to the Master before sal 
the vessel along with the Port Clearance. 
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oTAGE: Notice of ETA must be intimated to the Harbour Master by 
fe or Ship's Agent not less than 24 hours before arrival of vessel 
is. Telegraphic Address: Harbourmaster, Portrust, Paradip. 
= 0674-211. Channel 16 VHF is continuously watched. The pilot 
¢white and flies Pilot's flag on the mast whenever Pilot is on board. 
to ards the vessel S.E. of the Fairway Buoy. Vessels required to 
ost call letters for identification. A vessel requiring a Pilot for sailing 
ig required to give minimum 2 hours’ notice to Port Control on VHF 
een 16 and hoist ““G" Flag one hour in advance. 
RAGE: Vessels can anchor, depending on draft, 2 miles S.E. 
4 Southern Breakwater in the recommended anchorage. 
aeSTRICTIONS: Pilotage is carried out from 0500 hrs. to 2100 hrs. 
+4 nours pilotage is under consideration. 
- SIE: Maximum permitted LOA 260 m. and max. draft 12.0 m. 
essals loading iron ore are permitted to sail with 12.8 m. draft in fair 
eather period. LASH vessels are also entertained as a special case. 
WEALTH: Send quarantine message to “Quarantine Paradipport” 
»4 hours before arrival for Radio Pratique. Pilot gives Free Pratique on 
sparding vessel Subject to no sick person on board. In case of suspected 
4sgase or fever on board, Port Medical Officer visits ship at anchorage/ 
seth and cases of contagious disease are isolated and sent to nursing 


3ADIO/VHF: Continuous VHF watch is maintained on Channel 16 at 
Port Signal Station. Working period 24 hours. Working Channels are 12, 


6. 

hele are requested to establish contact with the Port Signal Station 
yoen within VHF range (approx. 40 to 60 miles) and before entering, 
noving in or sailing from the port. 

When within VHF range, ships are requested to give the following 
nformation: 

(1) Name of ship. 

(2) Last port of call. 

(3) ETA. 

(4) Vessels gross tonnage, LOA, breadth, draft, d.w.t. and speed. 

(5) Number of cases of dangerous and contagious diseases on board. 

(6) Type and quantity of cargo. 

(7) Name of Agents and requirements. 
TUGS: Two tugs of 18 tons bollard pull and 2 tugs of 30 tons bollard 
pull are available. Tugs join vessel inside breakwater. Ship's lines only 


used. 
BERTHING: Vessels must have maximum ballast for berthing and 


unberthing. 

ton Ore Berth: oh ol from dolphin to dolphin 320 m. Capable of 
berthing ships of 260 m. LOA with 12.8 m. draft, 
beam limited to 40 m. for Ore Handling Plant. 

General Cargo Designed depth 11.5 m. Total quay length 

Berth: 686.65 m. Shore cranes available for loading and 
unloading. 

South Quay: Total quay length 265 m. Designed depth 11.5 m. 
No shore cranes available. Vessel to work with 
her own gear. Berth also used as a tanker 
discharge berth. 

Mooring Berth: Length 260 m. Designed depth 12.5 m. 

Fertiliser Berth: (Captive berth for Paradip Phosphates Limited) 
Quay length 252 m. Designed depth 12.5 m. 

North Quay: Length 118 m. Designed depth 6 m. 

CRANES: 

Type of Crane No. Capacity 

Whart Cranes 4 13 ton 
Mobile Cranes 5 12.5 ton 
Mobile Cranes 1 31.75 ton 
vargo Handling Equipment: 
Forklift Trucks 14 3 ton 
Front End Loaders 4 2.3 cu.m. to 4 cu.m. 
Tractor Trailer 1 5 ton 
Shovels 2 3.5 cu.yd. 
Bulldozer 1 180 h.p. 
Track Shovel 1 1.3 cu.m. 


WLK HANDLING FACILITIES: 1 iron ore berth with mechanical 
‘ding plants of rated capacity 2,500 t.p.h. Average loading rate 20,000 
~8,000 tons per day. 


SECIALISED CARGO HANDLING FACILITIES: Semi-mechanised 
‘andling facilities for coal, chrome and other bulk cargoes are available. 
Atthe Fertiliser Berth facilities exist for fully mechanised unloading of 
‘uk rock phosphate, phospheric acid and ammonia. 
Narehouses and Transit Sheds: 4 warehouses are available, having 
he ce of storage of 22,515 tonnes and Transit Sheds having a space 
% storage of 48,450 tonnes. There are also a number of private 
*arehouses Semtgs why to Central Warehousing Corporation with a total 
Sorage capacity of 20,000 tonnes. At present, 220,300 sq.m. of open 
3 Ing area is available inside the Port area for storage of more than 
million tonnes of different cargoes. These stockyards are connected 
wth rail and road. 
Railway: Port has its own railway system. 


EVEDORES: Stevedores required for loading/unloading of cargoes 
pee neral Cargo Berth and Mooring Berth. A number of stevedoring 
tenmce are available in the Port. The Port Trust also undertakes 
ths Average loading rates achieved for different cargoes as 


Tonnes 

Cargo per day 
Chrome-ore 3,000 
Coal 5,000 
Iron & Steel 3,000 
Foodgrains 1,000 
Fertilisers 1,000 
Other General Cargo 800 
Phospheric Acid 15,000 
Ammonia (Liquid) 8,000 


INDIA 


MEDICAL: A 50 bed port hospital is available at the port. The crew can 

also be treated at the Government hospitals at Cuttack and 

Bhubaneswar which are 98/120 km. respectively from Paradip. 

TANKERS: Tankers are being handied regularly at the South Quay and 

the Iron Ore Berth. Transhipment operation is carried out at Iron Ore 

Berth and at South Quay, both transhipment and shore discharging are 

being undertaken. At present only H.S.D. and S.K.O. are handled. 

DENSITY: Varies from 1018 to 1024 with average of 1021. Density as 

low as 1009 is also reported during Winter months. 

FRESH WATER: Water supply is available alongside berths and through 

water barges at the moorings. Water supply is possible in the Roads in 

fine weather. 

FUEL: HSD and furnace oil can only be procured from Cuttack on duty 

paid oils only. Arrangements will have to be made well in advance. Oil 

is transported by small road tankers of capacity 11 tons to 12 tons. Port 

provides berthing facilities for taking bunkers. 

CONSULS: Nearest consuls located at Calcutta. 

FIRE PRECAUTIONS: There is a fire station situated inside the Port 

area equipped with one water tender, 4,500 litres capacity and 2 trailer 

pumps (capacity: 1,000 and 600 litres). One foam tender is being 

procured during 1988. All tugs are equipped with external fire fighting 
uipment which is available for use in the event of fire. 

REPAIRS: Minor repairs can be undertaken. 

DRY DOCKS: A 500-ton slipway available for repairs to port craft. No 

dry dock available. 

GANGWAY/DECK WATCHMEN: Necessary. 

OPENING/CLOSING HATCHES: Undertaken by crew only. 

CERTIFICATES: 

Ship's Register. 

Load Line Certificate. 

Safety Radio Certificate. 

Safety Equipment Certificate. 

Last Port of Clearance. 

Derat Certificate. 

CUSTOMS ALLOWANCES: Tobacco: 200 cigarettes per head per 
week. Wine and/or Spirit: 1 bottle of 24 ounces per head per week. 
CARGO GEAR: Valid cargo gear certificate required. Dock Safety 
Inspector inspects the cargo gear. 

REPATRIATION: Repatriation of foreign personnel is permitted. 
AIRPORT: Nearest airport at Bhubaneswar 120 km. Direct flights 
available to Delhi, Calcutta, Bombay and Hyderabad. 

TIME: Local time GMT plus 5.5 hours. 

HOLIDAYS: Charter Party holidays. Normally work carried out on all 
days. 

POLICE/AMBULANCE/FIRE: Police 2027; Ambulance 2041; Fire 
Station 2385. Also contact Port Signal Station on VHF Channel 16. 
TELEPHONE: No facilities for telephones on board. 

SERVICES: Available. 

SHORE LEAVE: Immigration Authority issue shore passes to all foreign 
nationals and with shore passes crew allowed ashore. 
IDENTIFICATION CARDS: Authorities issue landing pass. 
GARBAGE DISPOSAL: Collection service not available, can be 
arate by agent. 

WASTE OIL DISPOSAL: A 100 ton barge is available for the reception 
of yt bteog The port authorities are to be contacted through the agent. 
SEAMAN’S CLUBS: None. 

CURRENCY: Indian Rupee (Rs.). U.S.$ 1.00 = Rs.31.50 (approx.) 
(June 1994). 

DELAYS: Generally no delays. Vessels are allotted berths on “first come 
first served" basis. 

DEVELOPMENTS: Handlings of 170,000 d.w.t. ore carriers and 
100,000 d.w.t. oil tankers are under active consideration. 

One berth of 290 m. length (Western Quay) has been completed and 
will be ready for operations by October 1994, when dredging is 
completed. The design depth will be 12.0 m. 

A multi-purpose berth (quay length 290 m., design depth 12.0 m.) 

construction work is underway, and will be ready for operation by March 
1995. Two berths in the Eastern side of the Eastern Dock, i.e. at the 
North of existing Iron Ore Berth, will be constructed with provisions for 
mechanical coal handling facilities. These berths are expected to be 
operational by 1998. 
AUTHORITY: Paradip Port Trust, Paradip Port, District Jagatsinghpur, 
Orissa, India. Tel: 06722-22046, 22127. Telex: 0674-211. Cables: 
Portrust, Paradip. FAX: 06722-22256. Contact: Captain D.K. Mohanty, 
Harbour Master (Tel: 22012, after hours 22437). 


AGENT: See “Cochin”. 


PONDICHERRY: 11.56 N. 79.50 E. 


DOCUMENTS: 

Ship's Register. 

Load Line Certificate. 

Safety Equipment Certificate. 

Safety Radio Certificate. 

Last Port Bill of Health. 

Last Port Clearance. 

Stores List with Private Property Declaration in Triplicate. 

Crew List (8 copies). 

Light Dues Receipt. 

Manifest (Import or Export). 

Bill of Lading. 
PILOTAGE: Not necessary as open roadstead anchorage. 
ANCHORAGES: Proper anchorage in line with New Pier. 2 chimneys 
in line (276°) will provide good transit in day time and at night green/red 
light in transit with red pier light can be taken. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle, 


MAX. SIZE: Anchorage is 7 fathoms within 1 mile from New Pier. 
HEALTH: Free Pratique obtained on arrival and Master expected to 
address message to Port Health Officer, advising that all are well on 
board. Free Pratique automatic for vessels calling from any Indian ports. 
RADIO: Cables routed through Madras Radio (call sign VWM). 
TUGS: Tug kept ready at New Pier for towing barges. 

BERTHING: Berthing facilities for vessels up to 500 d.w.t. 
STEVEDORES: 48 hours notice prior to arrival. Rate of discharge of 
cates cargo 800 to 1,000 tons per day. 

MEDICAL: No advance notice necessary. General Hospital and Jipmer 
Hospital available. 

TANKERS: Transfer operations are carried out at anchorage 1.5 miles 
— 2.5 miles offshore. 

DENSITY: 1025. 

FRESH WATER: Available. Rate 50-60 tonnes per day. 

FUEL: Not available. 

CONSULS: Only French Consulate General. Tel. 4058. 

REPAIRS: Deck and Engine repairs not attended. Special arrangements 
can be made from Madras. Minor repairs carried out privately. 
DRY DOCKS: None. 

GANGWAY/DECK WATCHMEN: Services not compulsory, 
recommended to avoid a 3 watchmen day/night. 
OPENING/CLOSING HATCHES: Normally carried out by crew. 
CUSTOMS ALLOWANCES: Tobacco, 200 cigarettes permitted for each 
Crew member to be held out of bond. Wine and/or Spirit, 1 open quart 
bottle per Crew member permitted to be held out of bond. 
REPATRIATION: Facilities exist for effecting crew changes and 
arran 1M nrrarccort | repatriation. 

AIRPORT: Nearest airport is Meenambakam Airport, Madras, (160 km.). 
TIME: GMT plus 5.5 hours. 

HOLIDAYS: Observed as declared by Authorities but cargo work 


but 


arranged on all holidays on payment of overtime, except on Republic 
Day, Gandhi's Birthday, May Day and Independence Day. 
POLICE/AMBULANCE/FIRE: Police 100; Fire 101; Ambulance 


Parana through hospital doctor on duty, Tel: 6008. 
TELEPHONES: No facilities to place on board. 

SERVICES: Ship chandling and supply of stores available. 

SHORE LEAVE: Crew members permitted ashore but have to remain 
within town limit. 

IDENTIFICATION CARDS: Not needed if furnished with Crew List. 
DELAYS: Delays occur only under unavoidable circumstances such as 
Surf Declaration, Cyclone, etc. Vessels arriving at night, commence 
discharge operations next morning. 

GENERAL: For purposes of crew going ashore, launches arranged 
between 0600 hrs. and 1800 hrs. weather permitting, hired from private 
alana eragiegd facilities, supply of fresh vegetables and provisions 
arranged. 

AUTHORITY: Government of Pondicherry, Port Department, 
Pondicherry. Contact: Captain N. Selvaraje, Port Director. 


AGENT: See “Cochin”. 


PORBANDAR: 21.38 N. 69.36 E. 


DOCUMENTS: 

Crew Lists (6 copies). 

Passenger Lists (6 copies). 

ered aR lta to be prepared by Agents and signed by Master 

copies). 

Arms and Ammunition Certificate 4 copies duly signed by Master. 

Health Documents: All yellow fever and cholera books should be valid 

on arrival as well as on departure, if they are not valid on departure 
Port Health Officer should visit ship and give required injection to 
persons for completing health books before obtaining Bill of Health. 

Port Clearance: Port Clearance of last port to be submitted to Boarding 

Officer of Customs. 

Private Property List (6 copies duly signed by Master). 

Stores List (4 copies duly prepared by ship's officer). 

Currency Declaration (4 copies). 

Bills of Lading: Bills of Lading for export cargo generally to be prepared 

and signed by Agents. 
PILOTAGE: Compulsory for inward/outward movements for all vessels 
and for shifting to and from berths. 
ANCHORAGE: Anchor in stream about 1.5 miles off shore. 6 fathoms 
at low water, with good holding ground. 

Outer anchorage is with Rajah’s Old Palace, about 1.5 miles South- 
eastward of lighthouse, bearing 085° and lighthouse bearing 026°, 
4.5 fathoms to 5 fathoms sand and rock (or further out as required). 
MAX. SIZE: Any size vessel at anchorage. Alongside berth — Max. LOA 
of vessels up to 177m. Max. permissible draft 9.00 m. No beam 
restrictions. 

1 mooring buoy — max. draft 7.0 m. 

For roadstead, no restrictions on length or breadth. 

HEALTH: if arriving from yellow fever area within 30 days a grant of 
Free Pratique is necessary. Mosquito Party to be deputed from Kandla, 
which can only be arranged by prior intimation, failing which vessel would 
have to proceed to either Kandla or Bombay for Free Pratique. 
RADIO: Porbandar call sign VWY, working frequency 462 kHz and 
watch keeping on 500 kHz. 

TUGS: Will join ships for assisting berthing/unberthing. 

BERTHING: 1 alongside berth and 1 mooring buoy. 
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STEVEDORES: 24 hours notice required for Agents to arr. 
Average rate of working — 380 to 400 tons per gang per day tor ger 
cargo. 

For vessels loading bulk ores 3,000 to 4,000 tons per day With she 
gear. 

Export Commodities: G.N. Extraction in bags, bulk ground Nut He 
cotton bales, frozen fish, lime and lime stone, lime powder, abrag, 
powder, bauxite, white clay, fruits, onion, etc. 

MEDICAL: Government hospital available. There are also Ding 
hospitals. 

TANKERS: Presently no facility for discharging oil. 

FRESH WATER: Vessels alongside can be supplied by pipeiing » 
water tanker. Vessels at anchorage supplied by water barge. 
FUEL: Fuel can be supplied by road tankers at berth through Indian 
Corporation at Okha and Rajkot. 

CONSULS: None. 

REPAIRS/DRY DOCKS: A dry dock of 150 ft. x55 ft. for repairs to» 
crafts. Also port workshop for repairs to shore and marine equipme, 
GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: Charter Party terms. 
CERTIFICATES: 

(a) Load Line Certificate. 

(b) Safety Equipment Certificate. 

(c) Safety Radio Certificate, all certificates must be valid bel 

departure of vessel 
CUSTOMS ALLOWANCES: Tobacco: 200 cigarettes permitted for» 
of each crew member from bonded stores of ship. 

Wine and/or Spirit: Customs Officer remains on board from arrivay 
departure and issues required quantity of wine and spirit from bong 
stores. Quota is issued every week. 

CARGO GEAR: Tested cargo gear should be used for loading » 
rele operations. 

AIRPORT: 3 miles from town, daily flight to Bombay. 

TIME: GMT plus 5.5 hours. 

HOLIDAYS: Observed as declared by Government of Gujarat and @ 
be worked on payment of overtime charges, but work on non-work 
days like Indian Republic Day, Independence Day, Holi (2nd Da 
Ramnavami, Muhurram, Gokul Ashthami, Dessera, Diwali (New Ye 
and Ramzan-id not possible. 

POLICE/AMBULANCE/FIRE: Police Station 114; Ambulancef) 
Brigade 244. 

oe LEAVE: Police, port and Customs permission required bets 
landing. 

IDENTIFICATION CARDS: Necessary. 

GENERAL: The port is an “all weather port”. 

AUTHORITY: Office of the Chief Executive Officer and Vice Chaime 
Gujarat Maritime Board, New Mental Hospital nap, Block No. 02 
Ahmedabad - 380 016. Te/: 66610, 45116, 66270. Cables: Princ 
Contact: The Chief Executive Officer and Vice Chairman, Guar 
Maritime Board, Anmedabad-16. 

The Port Officer, Gujarat Maritime Board, Porbandar — 360 5% 
Gujarut State, India. 


AGENT: See “Cochin”. 


PORT REDI: 15.44 N. 73.39 E. 


DOCUMENTS: 
Arrival: 

Maritime Declaration of Health Form (in duplicate). 

Port Clearance from last port of call. 

Ship's Stores List (in triplicate). 

Crew Private Property List (in triplicate), containing full details of ev 
article such as: cameras, radios/transistors, record players, reco 
watches, all types of currency, other valuable articles, souve™ 
spirits, etc. 

Crew Lists (6 copies). 

Ship's Currency List (in triplicate). 

Arms and Ammunition Declaration. 

Passenger List — if any. 

Through Cargo Manifests. 

Departure: 

Medical Inspection or Examination Certificate (Bill of Health). 

Port Clearance. 

Consumed stores list in duplicate (a list of stores consumed Ww 
the stay of the vessel at port). 

PILOTAGE: Compulsory. Port Officer acts as Pilot. Cable via Bore 
Radio to Port Officer, Redi, Cable Address: Port Officer Venguria, £7 
of vessel 48 hours prior arrival (cable should reach Port Officer belot 
24 hours prior arrival). Anchor off Rairi Point — West of Rairi Por 
about 1 to 1.5 miles where Port Officer boards ship to pilot to po 
loading anchorage. Pilotage restricted to daylight hours only. Sheet 
without Pilot not permitted. 

On arrival keep ga ay or complete pilot ladder with manropes # 
step-down, ready for Pilot. 

No fixed anchorage marked at Pilot station; however, vessel 
not proceed beyond 1 mile from Rairi Point (for safety of vessel). 
engine ready till Pilot boards. If vessel arrives during night hous 
ready for shifting next morning. ‘ 
ANCHORAGE: Anchorage Rairi Point or Redi Point (Lat. 15° 4 
Long. 73° 39’ E.) is a flat rocky projection, Western extremity of 
is 50 ft. (15.2m.) high. Foul ground and shoal water extend 
0.75 miles S.S.W. and about 0.5 miles Westward of this pom 
Southern side of foul area is Rairi (Redi) Rock which is 36 ft. (!'" 
high and steep. Vessel should not proceed into depths of less PS 
fathoms or within 1 mile Westward in vicinity of this point without ¥ 

Loading anchorages are on both sides of Rairi Point (known 3 
One anchorage and Jetty Two anchorage). 


> 


SIZE: No restrictions on size. This is a minor port exporting only 
oe and vessels up to 34 ft. draft load at safe anchorage. 
— TH: On arrival, Customs Authorities board and grant Free Pratique 
arriving under normal conditions and on completion of Maritime 
osraton oF Health Form. Medical Officer, Candy Dispensary, 
. acts as Port Health Officer (Quarantine Officer) for this port, 
ier ards vessel at his convenience before sailing to conduct Medical 
ro nation and grants Medical Examination Certificate (Bill of Health) 
“day of sailing. Certificate to be collected from Vengurla Office. 
. igciliies for Radio Pratique. 
= coming from yellow fever or jigger infected regions within 30 days 
Officer grants Pratique after boarding vessel with Mosquito 
Party deputed from Bombay at Owners’ cost. Mosquito Party can only 
se arranged on advance information failing which, vessel would have 
; either Bombay and/or Mormugao for Free Pratique. Master 
ne Owners to give Agents prior notice to avoid delay in arranging 
patique. Vessels transiting through above infected areas for bunkers 
water only do not require Mosquito Party for obtaining Pratique. 
agvisable inform Agents prior to arrival of last port of call, crew, and 
saionality, and if arriving from yellow fever and/or jigger infected regions, 
yoether called only for bunkers or water, or purpose of call and vessel's 
condition. 
RADIO: Bombay Radio. 
ING: No berths. Open roadstead port. 
LOADING: Port only os tag, Pek ore in bulk and suppliers. The 
\inerals & Metals Trading rporation of India Ltd., make own 
yrangements to load cargo on FOB terms. Rate between 3,000 to 4,500 
ons per day per vessel if 3 vessels are working and 4,000 to 6,000 tons 
ser day if 1 vessel is working. This rate is being achieved due to 
screased fleet and improvement of shore loading facilities. 
WEDICAL: Preliminary medical aid available at Port Redi/Shiroda. Well- 
ipped hospitals situated at Savantwadi and Vengurla about 25 and 
miles away respectively by road. Cholera inoculations done through 
Port Health Officer and if required this information may be passed on 
i Agents for arranging with Port Health Officer. 
DENSITY: Average 1025. 
FRESH WATE! EL: Not available. 
CONSULS: None. 
REPAIRS/DRY DOCKS: None. 
GANGWAY/DECK WATCHMAN: Not necessary. 
OPENING/CLOSING HATCHES: As per Charter Party. However, 
opening done 2 stevedores to save their time and commence loading 
earliest during free time. 
SERTIFICATES: All certificates, particularly Cargo Gear Certificate to 
be in order and valid. 
CUSTOMS ALLOWANCES: 200 cigarettes per week of 7 day per crew. 
Wine and/or Spirit, 1 bottle each per crew of spirit or beer as required. 
REPATRIATION: Facilities for crew changes. 4 days advance notice 
uired with full particulars of crew. 
AIRPORT: Belgaum and/or Vascodagama 90 miles distant. 
TE: Indian Standard Time GMT plus 5.5 hours. 
HOLIDAYS: Cargo work can be arranged on overtime on all holidays 
xcept 26th January, Republic Day; 2nd October, Mahatma Gandhi 
Birthday; 15th August, Independence Day. On these holidays work not 
permitted even on overtime. 
SHORE LEAVE: Crew of Chinese and Pakistani nationality not allowed 
land on shore. Other crew permitted land only after obtaining requisite 
pemission from Police Authorities from Ratnagiri, distant about 
‘60 miles and thereafter from Customs Authorities. On arrival, Crew List 
and guarantee duly signed by Master, are furnished to Police Authorities 
| ‘port and telegram sent to Ratnagiri requesting landing permission 
tom District Superintendent of Police. 

Obtaining landing permission takes 3 days; and therefore, Masters 
"quested not to allow crew members to land on shore unless written 
anding permission sent on board. Crew members not allowed beyond 
Port Redi limits, without permission obtained from Police Authorities, 

agiri. 
DENTIFICATION CARDS: Necessary. 
GARBAGE DISPOSAL: Not available. 
YASTE OIL DISPOSAL: Not available. 

Y“AMAN’S CLUBS: None. 

RRENCY: Indian Rupee (Rs.). 
4EGULATIONS: Port Officer conducts Final Draft Survey on completion 
*hading in consultation with Master. Master's refusal to allow shifting 
Seales complications. Master should not shift vessel without Pilot on 
pool permission from Port Officer; this does not apply in case of 

y. 
DELAYS: Only 3 vessels (i.e. 1 at each jetty) can work at a time ona 
come first served basis. Overlapping vessels have to wait tum. 
aeneaie about 4/5 days. 
= L: Post and Telegraph Office about 2.5 miles from jetty. 
8ssels on arrival and at departure thoroughly examined by Customs, 
w Masters therefore requested to ensure that crew private property 
'S correctly presented to Customs Authorities and its accuracy 
‘ed throughout stay of vessel. 
mateo Station not to be used for despatching cables during 
Stay. 

Discharge of bilge water and/or dirty waste oil or cargo prohibited. 

Po vegetables, etc., supplied in limited quantity from 90 miles 


nce. 
SHORITY: Port Officer Venguria, District Sindhudurg, Maharashtra 
, India. Tel: Vengurla 177. 


GENT: See “Cochin”. 
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SIKKA: 22.34 N. 69.42 E. 


SHIPMASTER’S REPORT: June 1982. 


DOCUMENTS: 8 Crew Lists, 6 each Personal Effects and Stores Lists, 
4 Vaccination Lists, 5 Currency Lists, (Customs do like all paperwork 
properly prepared). 

On departure 3 Crew Lists if any changes and 3 Personal Effects Lists 
for those who remained on board. 

For personnel leaving, Customs require Currency Form (Foreign 
Exchange Act 1947) in duplicate (Indian Form) and International Crew 
eae Declaration (Local Form) in duplicate. 

learance from Last Port, Register, Load Line, Derat, Safcon, 
Safequip and Safradio all sighted by Agent but not taken from vessel. 

All personal belongings to be recorded with makes, models and 
numbers. 

PILOTAGE: Pilot boards vessel at anchor from tug boat using ship's 
derrick and tug's basket if weather is rough. 

ANCHORAGE: Plenty of room for anchoring with good holding ground. 
Contact Mother Tanker for anchor position. We, berthing on flood tide, 
were requested to anchor 2 miles — 069° True from Mother Tanker. 

Locally the storage vessel is referred to as the Mother Tanker (MT) 
and own > (OS). 

RESTRICTIONS: Apparently none, plenty of water. Larger vessels (this 
vessel 149,000 d.w.t.) are loaded from daughter tankers which go 


prod pay Os. 

HEALTH: Free Pratique is granted by Customs Officer. 

RADIO: To local Agent at Jamnagar via Bedi Radio VUK5. The MT 
(which was m.t. “Koyali”) keeps an watch. Would suggest contacting 
the MT for any advance information as nobody else would give any. 
VHF: Call MT on Channel 16. While anchored/approaching Channel 11 
is used after initial contact. While double banked Channel 13 is used 
between MT and OS. Cargo operations are conducted on UHF using 
MT walkie-talkies. Contact Shipindia Channel 13, who pass messages 
to and from Agent. 

TUGS: One me available but not used. Tug used by Pilot and runs lines 
from OS to F 

BERTHING: Position off Sikka for cargo operations approximately Lat. 
22° 34’ N., Long. 69° 42’ E. Apparently 140,000 d.w.t tankers are the 
ideal size. They berth alongside MT and can take up to a full cargo 
without the MT having to top up from a daughter tanker. Operations off 
Sikka are temporary and from 1st May to end of monsoon. Consult with 
Pilot about berthing and obtain all details. Vessels berth alongside when 
tide is running in daylight hours. Usual Yokohama fenders used, 4 for 
vessels less than 750 ft. LOA and 6 for vessels over 750 ft. LOA. 
Fenders are made fast on MT. First 2 floatable headlines from OS to 
MT at least 220 m. long and may require longer. They do not like using 
‘1st ropes ashore’ off reels. In our opinion ‘1st ropes ashore’ would be 
quite adequate and fast enough. Then 2 floatable stern lines from OS 
to MT. Final moorings were from OS to MT 3 and 2 each end with no 
breastlines. From MT to OS 2 headlines leading aft, 2 stern lines sone 
forward, forward 2 springs leading from forward to aft and 2 springs ai 
pie bis aft to forward. 

TANKERS: Loading by 210 in. ID hoses of ASA 150 standard, 23 m. 
long.Their discharge rate is quoted as 12,000 t.p.h and OS receives a 
letter to this effect with a request for OS loading rate. However, hoses 
restrict rate to about 2,700 t.p.h. overall. Hoses provided by MT, 
reducers supplied by OS. Only ropes or wires with rope tails used for 
mooring. Entire operation is guided by the ICS, OCIMF, ISGOTT. 
Tankers being loaded by daughter tankers should anchor with port 
anchor and daughter tanker berths starboard side. OS port side derrick 
and manifolds used alongside MT. Ballast is pumped overside. Ballast 
draft on arrival to be such that distance from manifold to water line does 
not exceed 15 m. Ballast trim not to exceed 3 per cent of LOA at any 
time. Distance of manifold to water line must never exceed 15 m. EDP 
is used. Samples are taken to Bombay for analysis before B/L figures 
are given together with cargo quality details. API, loading temperature 
and pourpoint are given prior to loading. Our API was 39.48 at 60°F and 
loading temperature will normally around the same as sea 
temperature of about 86°F (as during 1st week in June). Cargo was 
Indian High crude, very thin and apparently quite clean. A Loading 
Master boards to assist with berthing but does not live aboard. 
Accommodation and victuals required for Pilot, 2 Cargo Surveyors and 
1 Indian Oil Representative. MT normally has 9.5 shackles of cable out. 
MT does COW but not usual with OS of 140,000 d.w.t. tanker. 
WATCHMEN: Not necessary. The only boats allowed alongside were 
official boats and no other small boats were observed in the vicinity. 
There is no gangway between MT and OS. 

CUSTOMS ALLOWANCES: 200 cigarettes. The State of Gujarat is ‘dry’ 
and no alcohol allowed ashore, except foreigners being repatriated may 
take one bottle. 

REPATRIATION: Possible. Airport at Jamnagar. The boat journey 
ashore is about 2 hours but boat can only get to or leave jetty about 
2 hours either side of high water. Foreigners require a visa otherwise 
they may travel in India but are not allowed to stay at hotels. This applies 
to departing and arriving personnel. Indian crew are not allowed Rupee 
notes of epee denomination than 20 Rupees. 

AIRPORT: About 1.5 hours drive by car. 

SHORE LEAVE: Possible, but due to length of journey and tidal 
restrictions it is not recommended. 

GENERAL: In June 1982 “VQ" Buoy Kachchh was missing, shore 
authorities were advised. A night approach is better than a daytime 
approach as the buoys are not easy to sight against the discoloured 
water (on flood tide) although the buoys and Racons show very well on 


radar. 

DEVELOPMENTS: After the end of the SW Monsoon (1982) work will 
resume on the oil and gas lines to Bombay from the offshore oil-field. 
An SPM will probably be positioned off Bombay and this will be used 
during the SW Monsoon when vessels cannot load at the oil-field. 
OPERATOR: Shipping Corporation of India Limited. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle, 


SHIPMASTER'’S REPORT: July 1994. 


Berth Location: Lat. 22° 27.4’ N., Long. 69° 47.8’ E. (approx.). 

A vessel is considered to have arrived when she is in the vicinity of 
the pilot boarding ground (Lat. 22° 30’ N., Long. 89° 46’ E.). As vessels 
are berthed/unberthed only during daylight hours, ships arriving during 
hours of darkness will have to anchor. Good holding ground is available 
about 1 mile North of the pilot boarding ground in 17.0 m. of water. 
During the months of May to October, crude oil lighterage operations 
are conducted about 2 miles North of this anchorage area. 

The discharge berth at Sikka is owned by Gujrat State Fertiliser 
Corporation (G.S.F.C.) and managed by the Gujrat Maritime Board. The 
berth presently has facility for the discharge of ammonia and phosphoric 
acid, though work is in progress to extend this for LPG imports. Pilot for 
movements to and from the berth is requisitioned from other 
neighbouring ports. 

There is no radio station at Sikka. However, Bedi Radio (of a 
neighbouring port) keeps a watch on VHF Channel 16 during daytime 
hours. Alternatively, the Agent calls the ship on VHF to exchange any 
information. 

Berthing generally takes place just before slack water. Ships berth 
stemming the tide. Ships with a maximum draft of 8.0 m. are accepted 
alongside. This ship has berthed prior to low water slack with an aft draft 
of 7.2 m. The least depth in the approach of the channel as shown on 
the chart is 8.0 m. However, whilst approaching berth with the ship's 
head 140° and about 3 cables and also 1 cable from the berth, the ship 
smelt bottom resulting in sluggish handling and loss of steering with a 
telltale muddying of water. 

Two very low powered tugs are presently available for assisting in 
berthing. These are also used to take lines ashore. It is best to keep 
only a shallow bight when the tug is taking lines ashore, so that they 
are quick to take weight on the bollard. 

The berth lies at the end of a causeway with 4 dolphins, two on either 
side of the berth. The berth is fendered by pneumatic (Yokohama) 
fenders. The top edge of the berth and dolphins are fendered by tractor/ 
truck tyres. The lay of the berth is about 168°. Ships drawing 8.0 m. and 
up to 180 m. LOA have been accommodated at the berth. Due to the 
construction of the berth, the accommodation ladder (gangway) cannot 
be used and the ship's wharf ladder must be kept ready. 

Ammonia is discharged through a hardarm. The ship provides a 300 
ASA 8 in. reducer to which the hardarm is connected by shore staff. 
aoe plon acid is also discharged at the berth using a 10 in. flexible 

ose. 

The shore line to the tank is about 5 km. long. We discharged at a 
low rate of about 100 tonnes/hr. for about 6 hours before increasing rate 
to a maximum of 650 tonnes/hr. 

About 4 cables South of the berth lies a disused island berth which 
was once connected to shore by a ropeway. The supporting pillars of 
the ropeway still stand. The jetty was in use for the export of cement 
from the factory located inshore. Cement is presently loaded into ships 
at the anchorage working with barges. 

This vessel picked up fresh provisions at Sikka which are of 
reasonable price and quality. It is understood that fresh water can be 
supplied by barges and bunkers can be arranged by trucks. However, 
adequate notice is required. 

Sikka is a small town serving 2 major factories and a thermal power 
plant located there. Local population consists mostly of fisherfolk. It is 
connected by a good road to Jamnagar, a mid-sized city about 30 km. 
away, where all Government offices and Agents are located, as also 
are an airport and a railroad station which connect Jamnagar to the rest 
of the country. Bombay has the closest international airport. International 
telephone calls can be made from Sikka/Jamnagar. Transportation has 
to be arranged by the Agent, as no unauthorised vehicle is allowed to 
approach the berth beyond the security check-point, which itself is about 
4 km. away. 

Strict prohibiton is in force ashore and an infringement could lead to 
embarrassment and delays. 

The earlier Shipmaster's Report of 1982 in the Guide refers to the 
required documentation and is still valid. Currency regulations for Indian 
crew has been amended (R.B.1. Notification No. FERA 153/93 dated 
12.7.93), and currency up to Rs. 1,000 may be carried by them in 
denominations not greater than Rs. 50. 


AGENT: See “Cochin”. 


TUTICORIN: 08.45 N. 78.13 E. 


PORT LIMITS: On the North: A line drawn due East from the boundary 
pillar erected to the North at Arasadi along the parallel of Lat. 08° 50’ N., 
to a position in Lat. 08° 50’ N., Long. 78° 22’ E. 
On the East: A line joining a position in Lat. 08° 50’ N., Long. 78° 22’ E. 
to a position in Lat. 08° 41’ 40” N., Long. 78° 20’ 20” E. 
On the South: A line due West from a position in Lat. 08° 41’ 40” N., 
Long. 78° 20’ 20” E. to where it meets the point 45.72 m. from the HW 
mark on the shore. 
DOCUMENTS: Required on arrival: 

4 Manifests. 

2 Bills of Lading. 

5 Crew Lists. 

5 Passenger Lists. 

4 Crew Personal Property Declaration. 

4 Crew Currency Declaration. 

4 Import Manifest of Stores List. 

2 Health Report Form. 

All statutory certificates in respect of vessels in Marine, Traffic, 
Customs and Immigration. 
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PILOTAGE: Compulsory within the pilotage zone. At present 
is restricted from 0600 hrs. to 1800 hrs. re is no night Pilotage? 
avoid a delay in obtaining a Pilot, the Owner, Master or Agent of: 
bound for Tuticorin must report ETA via their Agents at least Thee 
in advance, and again 24 hours in advance of arrival. The ETA mug 
confirmed or amended not less that 6 hours prior to arrival. Time 
be either in GMT or IST. The vessels must contact Port Signaj 

on VHF Channels 16/12. In message of ETA, the following informa 
must be included: 

. Name/call sign of the vessel. 

Nationality. 

Length, draft and g.r.t. 

Last port and cargo. 

Port of origin/destination of cargo. 

. Last Port of call/next port of call. 

Pilot Boarding Station: Vessels are required to approach the Faire: 
Buoy and the Pilot will board the vessel about 0.5 nautical Miles Ey 
of Fairway Buoy while underway. The position is approximately 25). 
to 3.0 km. away from the entrance to the port basin. 
ANCHORAGE: Zone A: There is an Explosives anchorage in posi 
Lat. 8° 44’ 48” N., Long. 78° 14’ 22” E, in a sector with the Fai 

as centre circumscribed over an arc of 171° from 009° (T) to 1897 
at a distance of 0.5 miles to 1.0 miles. 

Zone B: There is an open roadstead available at Zone ‘B’. Vessel, 
any size and draft can be handled at the open roadstead. The loa 
and unloading operations are carried out by lighters at the om 
roadstead throughout the year. 

MAX. SIZE: See “Berthing”. 

HEALTH: Free Pratique is issued in normal cases by the Municy 
Health Officer, Tuticorin, but in the case of vessels coming from yel 
fever area and jigger infection ports within 30 days, it is to be issued) 
the Port Health Officer, Mandapam Camp. 

RADIO: When vessel within 24 hours’ distance Tuticorin Radio oy 
be used, call sign VWT. Otherwise according to route followed, vesss 
use Madras or Bombay Radio. 

Me ane station stands-by throughout 24 hours on Channels» 
ani # 

TUGS: Three tugs (bollard pull 30 tons) available for berthing » 
unberthing inside the harbour. However, if services are required fora 
special service, arrangements have to be made. Ships usually andy 
in n roads and enter and sail without tug assistance. 
BERTHING: In Zone ‘A’ there are at present 6 alongside berths availa) 
to handle break-bulk and dry-bulk cargoes. Berths No. 1, 2, 5 and6s# 
designed for ships of 168 m. length and 9.14 m. draft and Berths No’ 
and 4 for ships of 192 m. length and 10.67 m. draft. One coal jetty; 
available at North Breakwater which has been designed for ships: 
235 m. length and 10.67 m. draft. Pending completion of dredging nh 
approach channel, ships with 8.24 m. draft can enter the port at all time 
Draft of 9.14 m. will be available on completion of the balance of capt 
dredging along the approach channel. 

The berths are connected with metre gauge railway tracks and roi 
which are in turn connected with road and railway system to hintenat 
Floating Craft: Sufficient number of tugs and other floating crafts» 
available for pilotage and other operations. 

Cargo Handling Facilities: 

3x3 ton wharf cranes. 

2x6 ton wharf cranes. 

4x 10/4 ton grab wharf cranes. 

1x10 ton hook wharf crane. 

7 mobile cranes of 10 tons to 75 tons. 

1X36 ton port tower crane. 

123 ton diesel forklift trucks. 

3x2.3 cu.m. capacity bucket front end loaders. 

1x3.1/4.6 cu.m. capacity bucket front end loader. 

2x500 ton and 2x 1,500 ton diesel locomotives. 

1x 40.0 TR-35.0 CH top lift truck. 

1x25 ton top lift truck. 

2600 t.p.h. marine unloading arms. 

18440 V reefer sockets. 

6x200 V reefer sockets. 

Storage: 

2 Transit sheds 150 m. x36 m. each. 

3 Warehouses 150 mx36 m. each. 

1 Dangerous cargo shed 36.23 m.x 20.23 m. 

1 Fumigatorium 40.50 m. x 18.24 m. 

15 Covered transit sheds including combustible cargo shed # 
dutiable cargo shed with a storage capacity of 25,370 tonnes (in 2" 
‘B)). 
One open platform for storage of cargo with a capacity of 61 
tonnes (in Zone ‘B’). 

Open storage area of 24,000 sq.m. inside the security wall for so 
bulk cargo and 30,000 sq.m. outside the security wall at Hare Island" 
stacking timber logs (in Zone ‘A’). 

Reefer Cargo Handling Facilities: 12 plugs (6220 volts s 
6x 440 volts) points. Standby generators provided. 
STEVEDORES: Agents require 24 hours notice of ETA for ara? 
gangs, and receivers for lighters. General cargo, average rate loa! 
discharge about 1,000/1,200 tons per weather working day. 
Working hours: 

(i) In respect of working of vessels in the Port, period betwf 
0600 hrs. to 1400 hrs. on working day is treated as free time, {0 * 
of night and holiday charges. For periods outside these hours, night 
holiday charges are leviable. ; 

(ii) In respect of delivery of import cargo and admission of ca 
shipment, period between 1000 hrs. to 1800 hrs. is treated as res 
for levy of night and holiday charges. For periods outside thes® 
on working days, night and holiday charges are levied. 

(iii) On holidays no free time is permissible either for working of ve 
or for delivery/admission of cargo for purpose of levy of night and 
charges. 


PAPO 


: For doctor's visit on board early advice helps to arrange for 
grlgunch to take doctor from shore. In cases of emergency, medical 
ston can be arranged but there may be some delay. Hospital 

available. Personnel should have valid inoculation and 
isis certificates. If certificates expired, arrangements made for 
: yaccination/re-inoculation and renewal of certificates. 
SANKERS: One permanent oil jetty to accommodate vessels of lengths 
som 150m. to 228m. and 9.14m. draft is available for handling 
satroleum products. . . . 
"Pipelines of 457 mm. diameter for furnace oil and 356 mm. diameter 
oy naphtha, 400 mm. diameter for liquid ammonia, 203 mm. diameter 
wr ethylene di-chloride (EDC) and 250 mm. diameter for vinyl chloride 
sonomer (VCM). 

A completion of the dredging of the approach channel, only 
soxers with 8.24 m. draft can enter port. ‘ 
sRESH WATER: Available from hydrants alongside and by barges at 
ee anchorage when no scarcity of water. 

FUEL: Supplied by road tanker. 
ULS: None. 
REPAIRS: Minor repairs possible. 
prY DOCKS: A small dry dock with workshop facilities has been 
senstructed at the Port for docking and attending to repairs of port's own 
vessels. 
ONGWAY/DECK WATCHMEN: Engaging watchmen always done at 
he discretion of Masters. In case required could be engaged. 
0PENING/CLOSING HATCHES: By ship's crew. If done by stevedores 


extra. 

SeTIFICATES: 

Ship's Register. 

Safety Construction Certificate. 

Load Line Certificate. 

Safety Equipment Certificate. 

Safety Radio & Telegraphy Certificate. 

Derat Certificate. 

C ear Stability Certificate. 
REPATRIATION: Could be arranged via Madras. 
AIRPORT: Nearest airport is Madurai, distance 100 miles, which could 
connect Madras. 
TE: GMT plus 5.5 hours. 
HOLIDAYS: New Year's Day, Pongal, Mattu Pongal, Republic Day, 
Tamil New Year's Day, Good Friday, May Day, Ramzan, Bakrid, 
dependence Day, Gandhi Jayanthi, Dussehra (2 days), Moharrum, 
Deepavali, Christmas, Meelad-un-nabi. 
SERVICES: Fish, meat and all kinds of provisions and stores are 

rally available. 
— LEAVE: Crew allowed shore leave but movements limited to 

municipal limits. Must obtain shore permits from police. 
DENTIFICATION CARDS: Identification cards or Seaman’s Book 
required to be presented to Police and Immigration authorities while 


a shore. 

REGULATIONS: Usual regulations. All crew members coming onto 
shore and returning to ship must report to Customs and Port Police on 
every trip. 

AUTHORITY: Tuticorin Port Trust, Administrative Office, Tuticorin 628 
004, India. Te/: 85-2290 and 85-2299. Telex: 0434-243. Cables: Portrust. 
Contact: The Chairman. 


AGENT: See “Cochin”. 


VADINAR: 22.31 N. 69.42 E. 


LOCATION: Vadinar is in the Gulf of Kachchh about 40 miles S.W. of 
— Port. The port has 1 Single Buoy Mooring (SBM) for crude oil 
tankers. 

Position of SBM: Lat. 22° 30’ 34.48” N., Long. 69° 42’ 4.07” E. 

The deep water channel from Dwarka to SBM is marked by 9 deep 
38a Aas marker buoys (refer Chart No. 203). 
*ILO AGE: Pilotage is compulsory and the Pilots board the tankers at 
®chorage (Lat. 22°33’ N., Long. 69°38’ E.). Tanker should 
“mmunicate ETA Vadinar to Harbour Master Kandla Port and local 
‘sents, Jamnagar 72, 24 and 12 hours in advance. 
oe ontrol Tower can be contacted on VHF Channel 12 


TGS: Port tugs and the launch join ships at the approach to SBM 
RESTRICTIONS/MAX. SIZE: VLCC’s of max. 300,000 d.w.t. can be 
moored at the SBM. At present berthing of tankers is only in daylight 
= bape night berthing may start soon. Unberthing can be done during 
larkness. 
eae WATER: Fresh water can be supplied only by water barge. 
ELOPMENTS: Deep water berth planned. 
No ORITY: The Chairman, Kandla Port Trust, A.O. Building, P.O.Box 
Fs -50, Gandhidham (Kachchh), India. Tel: 8540. Telex: 001-105-208. 


Tein Portrust. Contact: Superintendent Engineer, Offshore Oil 


INDIA 


VERAVAL: 20.55 N. 70.22 E. 


LOCATION: Veraval is an important intermediate lighterage fair weather 
town port, situated at Lat. 20° 54’ 40” N., Long. 70° 22’ 12” E., on the 
South West Coast of Saurashtra Peninsula, facing the Arabian Sea, and 
nearly 62 miles South of Porbandar and 192 miles North of Bombay. 
DOCUMENTS: 

Last Port Clearance. 

Ship’s Stores Manifest (3 copies). 

Crew List (5 copies). 

Private Property List of Crew (3 copies). 

Same Bottom Cargo (3 copies). 

Ship and Crew Currency List (3 copies). 

Indian Coast Light Dues Receipt (if vessel arriving from Indian port). 

Maritime Declaration of Health. 

Customs Arrival Report. 

Customs Declaration for arms, ammunition, etc. 

Port Arrival Report. 


PILOTAGE: Not required. Vessels anchor midstream. 


NAVIGATION AIDS: Veraval Lighthouse: The lighthouse, in position 
Lat. 20° 54.6’ N., Long. 70° 21.15’ E., is a square masonary tower with 
semi-circular frontage towards the sea side, and rectangular towards 
land side, painted in alternate black and white bands. Height of tower 
33.5 m. Height of light (centre of lantern) about 33.5 m. above NHWS. 
Range of visibility 26 km. Character of light — occulting white every 
15 seconds, i.e. flash 10 seconds and eclipse 5 seconds. A signal horn 
is also sounded from the lighthouse structure as and when required. 
Bhidia Beacon: Located in position Lat. 20° 53.8’ N., Long. 70° 22.9’ E. 
The beacon is a square masonary structure, painted with red and white 
bands. The height of the structure is 20 ft. The range of visibility 4 miles. 
Character of the light is flash red every 10 seconds. 

Both lights are maintained by the Lighthouse Department of the 
Government of India. In addition there are lights for guiding local 
movements at (1) Old Lighthouse, (2) Breakwater, and (3) Creek 
entrance. These local lights are maintained by the Port Department of 
the State Government. 


ANCHORAGES: The port is well protected by a breakwater extending 
1,600 ft. into the open sea with fairly deep water of about 8 to 9 fathoms. 
Deep draft vessels can anchor at a distance about 1.5 km. away from 
the shore. The holding ground is good, so deep draft vessels can anchor 
quite close to the port without any specific restrictions. Two anchorage 
positions are marked on Indian Chart No. 2050. The ships are supposed 
to wait there for their turn, as only 3 ships are worked at a time. A refer 
ship is worked at night as a 4th vessel. However, a maximum of 2 import 
ships only can work at a time. 

Port working zones have been prescribed as A, B, C, D and E, and 
five points A B C D E are marked as under. From Arrival Anchorage 
Zone, ships have to move to the working zone and select any of the 
points AB C Dor E, as convenient to them. Otherwise ship’s work would 
not commence. 


Anchor- Position Depth Suggested 
age Point Lat./Long. approx. for 
a vessel 
having draft 
up to 
1 A 20° 53’ 27” N. 11.50 m 8.75 m. 
70° 22’ 40” E. (28 ft. 00 in.) 
2 B 20° 53’ 20” N. 12.00 m 9.25 m. 
70° 22’ 20” E. (30 ft. 00 in.) 
3 Cc 20° 53’ 03" N. 12.80 m 10.00 m. 
70° 22’ 33” E. (32 ft. 00 in.) 
4 D 20° 53’ 14” N. 11.00 m 8.25 m. 
70° 22’ 48” E. (26 ft. 00 in.) 
5 = 20° 53’ 16” N. 13.00 m 10.25 m. 
70° 22’ 33” E. (33 ft. 00 in.) 
Point Veraval Bhiria Somnath 
Lighthouse Beacon Temple 
A 311° 030.5° 101° 
B 321° 048° 094.5° 
Cc 321.5° 027° 083.5° 
D 312.5° 015.5° 088° 
[= 317.5° 034.5° 092° 


The movement of lighters is constant as the harbour has water at all 
times, enabling constant cargo working. 

Approaches to the port are also directly from the open sea with no 
tidal difficulties, or cross currents. Tidal rise is quite normal and 
negligible, from 5 ft. to 8 ft. 


RESTRICTIONS: None, day or night anchorage possible. 
MAX. SIZE: No restriction. 


HEALTH: (a) Bill of Health is being granted by the Resident Medical 
Officer of the local Hospital. 

(b) Free Pratique is granted by the Customs Boarding Officer, on 
presentation to him of “International Maritime Declaration of Health” by 
Master. 


RADIO: Messages via Bombay Radio or Kandla Radio. 
TUGS: 4 tugs, 1191 h.p., 1x270 h.p., 1x255 h.p. and 1360 h.p. 
VHF: Channels 16, 11, 12 and 14. 


BERTHING: No berths for ocean-going vessels. 

There are 4 lighter wharves for vessels working which can provide 
loading/unloading points, of which 4 have cranage facilities. 
Barges: There are 27 barges with 100 tonnes capacity each and one 
water/cargo barge with capacity 100 tonnes. 
Storage Facilities: 

4 transit godowns — 1,600 tons capacity. 

4 platforms — 4,000 tons capacity. 

53 storage godowns — 50,000 tons capacity. 
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CRANES: 
1 x 0.5 tonnes capacity at Wharf A. 
x 0.5 tonnes capacity at Wharf B. 
x 12.5 tonnes capacity mobile cranes. 
x 5.0 tons capacity mobile crane. 
x 75.0 tonnes capacity diesel crane. 
1 x 80.0 tonnes capacity mobile diesel crane. 

STEVEDORING: Particulars of ETA and labour gangs required well in 
advance. Average loading/discharging: 
Loading bagged cargo oilcake, etc. 

Loading GN oil in drums 


Pron ee a 


225/250 tons per hook per day 
150/175 tons per hook per day 
Discharging fertiliser (bagged) 150/200 tons per hook per day 
General cargo loading/discharging 150/200 tons per hook per day 
Working Hours: Port working hours: 0800 — 1200hrs. and 1300 — 
1700 hrs. 

Vessel working hours: Throughout 24 hours. Vessels are allowed to 
work during recess hours and during nights which are 1200 — 1300 hrs. 
(recess), 1700 — 1800 hrs. (recess), 1800 — 2200 hrs. (night — 1st half), 
2300 — 0300 hrs. (night — 2nd half) and 0300 — 0800 hrs. (recess). 
MEDICAL: Qualified doctors and hospital facilities. 

TANKERS: No tanker berths. 

FRESH WATER: Water is required to be obtained from port premises 
and is transported by port tank truck and being supplied by water barge 
or by tug to vessel on payment of transportation charges from port 
premises to shore and from shore to anchorage excluding cost of water. 
FUEL: Not available. 

CONSULS: None. 

REPAIRS: Port is equipped with workshop and dry dock for minor 
repairs to tugs and barges. Minor repairs are carried out in town. 
GANGWAY/DECK WATCHMEN: Not necessary unless required. Can 
be arranged through Agents. 

OPENING/CLOSING HATCHES: Carried out by stevedores. Ships’ 
derricks worked by crew. 

CERTIFICATES: 

Safety Equipment Certificate. 

Load Line Certificate. 

Safety Radio-Telegraphy Certificate. 

Derat Certificate. 

Ship's area ek Certificate. 

REPATRIATION: Can be arranged. 

AIRPORT: Nearest airport Keshod, 30 miles from Veraval, but motor 

eet not easily available and advance arrangements have to be 

made. 

TIME: Local Time GMT plus 5.5 hours. 

HOLIDAYS: On which work not allowed for loading/discharging: Indian 

Republic Day, Holi (Second Day), Ramnavami, Mohurram (Ashura or 

10th day), Gokulashtami, Dussera Diwali (New Year's Day), Ramzan- 

Id (Id-ul-Fitr). 

POLICE/AMBULANCE/FIRE: Police 3; Ambulance 5; Fire 5. 

TELEPHONES: No arrangements for placing telephones on board the 

ship, but calls via VHF are possible. 

SHORE LEAVE: Crews permitted ashore with permission from Customs 

and Port Authorities. While coming ashore and returning to ship crew 

should pass through Customs. 

DELAYS: 3 ships can work and fourth vessel if for lifting frozen fish can 

work during night hours only. Fourth vessel other than frozen fish cargo 

wait in turn. 

GENERAL: Closed for traffic between 15th May to 15th September 

every year due to monsoon season. 

Charts: Plans of Kathinwar — Gulf of Kutch to Vijaydurg 2736. Plans of 

Veraval Port Roads No. 1321 and 2054. 

DEVELOPMENTS: Veraval is being developed as an all weather fishery 

harbour working under the World Bank Project. There will be extensive 

facilities available at the Port. The existing breakwater is being extended 

by about 334 m. and another would be erected in opposite direction for 

a Fee ft. A minimum depth of water in the inner breakwater would 
17 ft. 6 in. 

AUTHORITY: Office of the Port Officer — Veraval, Gujarat Maritime 

Board, Junagadh District, Pin. 362265. Tel: 20001 (office), 20956 

(residence). Telex: 163-209 GMBV IN. Contact: Port Officer. 


AGENT: See “Cochin”. 


VISAKHAPATNAM: 17.41 N. 83.18 E. (See Plan) 


PORT LIMITS: 3 nautical miles East of and parallel to 10 fathoms line 
of soundings may be taken as the seaward boundary of the port within 
which a vessel is considered to be an “arrived vessel”. 
DOCUMENTS: 
12 copies of Crew List. 
3 copies of Stores List. 
3 copies of Private Property List. 
3 copies of Currency Declaration. 
3 copies of Watch Lists, giving details of make and value, etc. 
The vessel must possess following valid certificates: 
Ship's Register. 
Load Line Certificate. 
Safety Equipment Certificate. 
Safety Construction Certificate. 
Safety Radio Telegraphy and Telephony Certificates. 
Cargo Gear Test Certificate. 
Safety and Survey Certificate. 
Derat Certificate. 
Last Port Clearance. 
Also see “Shipmaster’s Report” — June 1988. 
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PILOTAGE: Vessels generally anchor at roadstead where Pilots boas 
Signal station contacts all vessels arriving and advises all j 
about Pilot's arrival, etc. A minimum notice of 48 hours of vessels 
required. Pilot ladder to be rigged on the Starboard side. ’ 
ANCHORAGE: Anchorage position to be marked with Dolphin’s hi, 
Lighthouse bearing 270° (T) at a distance of 1.5 nautical miles, 
RESTRICTIONS: /nner Harbour: The Inner Harbour is open to Shipg 
193.55 m. LOA, 9.14 m. draft and 30.48 m. beam at all stages dy 
and ships of 193.55 m. LOA with a max. draft of 10.05 m. on a mi 
rising tide of 0.91 m. for arrival and draft of 10.21 m. for sailing, Vesa 
of LOA 175.26 m. and above with draft of 9.14 m. and above can 
during daylight hours only. There are no restrictions on account Of rig 
navigation for sailing of vessels from Inner Harbour. 

Outer Harbour: Vessels with 270 m. LOA, 42 m. beam, 15.3 m. dy 
can sail from the Outer Harbour “OB—1” and “OB—2” berths at all time; 
The draft for ships entering the Outer Harbour in loaded condition, 
14.3 m. No tidal restrictions. The max. permissible draft at oil 
is 14.3 m., and LOA 260 m. 

Vessels of 60,000 d.w.t. and above can enter during daylight hop 
only. There are no restrictions on account of night navigation for say 
of vessels from Ore Berths No. | and Il. 

Mooring and unmooring of vessels at Oil Mooring is restricted, 
daylight hours only. 


MAX. SIZE: 

Inner Harbour: 
Max. permissible LOA 193.55 m. 
Max. permissible breadth 30.48 m. 
Max. permissible draft 10.21 m. 

Outer Harbour: 
Max. permissible LOA 270 m. 
Max. permissible breadth 42 m. 
Max. permissible draft 15.3 m. 


PRATIQUE: A separate radio Free Pratique message 
“Quarantine Visakhapatnam” must be transmitted by all vessels 
from foreign port not less than 4 hours and not more than 12 hours py 
ETA. 


On information furnished therein Port Health Officer grants Fim 
Pratique. Pilot boarding the ship for bringing her into the harbour he 
superseding power to cancel radio Free Pratique already gran 
However based on information contained in Maritime Declaration Pr 
also grants Free Pratique. In case of doubt or in case of inspection’ 
necessary, Quarantine Officer boards ship for granting clearance. 
necessity for vessel to obtain Free Pratique when the vessel aria 
directly from another Indian Port. 

RADIO: Radio station call sign VWV. Working round clock. Range abo! 
600 miles during daytime and 1,000 miles during night. Better to uw 
Madras Radio Station for all communications in respect of vesss 
arriving from Madras side. Vessels arriving from Calcutta side, w 
Calcutta Radio Station. Generally Visakhapatnam Radio station is use 
for vessels anchored at roadstead. VHF Channel 16. 

TUGS: Tugs are available. For ships entering the port, the tugs wat? 
the lee of the breakwater. Ship's lines and/or tug’s lines are ust 
depending upon the mode of making fast. 

BERTHING: The Inner Harbour has 15 berths of which 11 are qe 
berths, 3 jetty berths and 1 mooring berth, while in the Outer Harter 
there are 2 ore berths and an oil mooring berth. No specific requiremet 
of arrival times for berthing. 

CONTAINER HANDLING FACILITIES: Container handling facilities # 
provided at Visakhapatnam Port. 

These facilities include: 

Priority berthing; 

An earmarked regular quay berth with a draft of 10.06 m. and LO 
168 m.; 

50,000 sq. m. open storage space; 

3,000 sq. m. of covered storage area; 

A 150 tonne floating crane with two 150 tonne flat top pontoons © 
overside operations; 

A 50 tonne gantry crane in the container park; 

Two 50 tonne crawler mounted mobile cranes; 

Four 25 ton mobile cranes; 

Fleet of forklift trucks with extended forks up to a capacity of 8 

and Truck-trailer units. 
CRANES: The Port has 6 x 10 tonne cranes, 66 tonne and 18310" 
quay cranes, one 30 tonne stationary electric crane and 1 x 150 tom 
self-propelled floating crane in addition to various mobile equipments” 
as mobile cranes, forklifts, tractors and trailers and front end loades 
BULK CARGO FACILITIES: Iron ore is loaded through a mechan 
ore handling plant having a rated capacity of 8,000 tonnes per hou' = 
ore carriers of 100,000 d.w.t., at the finger type ore jetty (OB-1, 08 
in the Outer Harbour. 

Fertiliser raw materials (i.e.) rock phosphate and sulphur on acc 
of Coromandal Fertilisers are handled at the fertiliser berth in the D 
form by means of grabs and conveyors into a silo. 

Grabs are also used for unloading fertilisers and other bulk cay 
at the Port. 

SPECIALISED CARGO HANDLING FACILITIES: 

Inner Harbour: Fertiliser berth: For the import of fertiliser raw mate™ 
vis. sulphur and rock phosphate by grab unloading on to a 

belt 


OR-1 and OR-2 Berths: For the handling of P.O.L. 

EQ-1 and EQ-2 Berths: For the export of Manganese ore and othe! e 
by semi-mechanical means. Portable flat belt conveyor syste” 
handling bag cargoes. 

Use of grabs for unloading bulk cargoes. Poclain Hydraulic exca®™ 
and front end loaders for handling bulk cargoes. 
Outer Harbour: O8-1 and OB-2 Berths: For loading iron ore thot 
a mechanical ore handling plant at a rated capacity of 8,000 
hour. 
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stevEDORES: Agents must give proper notice of vessel's arrival to 

stevedores not less than 48 hours to make necessary arrangements 
re king vessel and also to order sufficient gangs, etc. 
yeDiCL: All crew and officers must possess individual international 
sconation certificates against cholera before leaving this port for any 
eign port. Cholera inoculation facilities available with 24 hours notice. 
ve uipped hospital facilities available round the clock. 
MNKERS: There are 2 berths in the Inner Harbour for discharging and 
t oll. The max. permissible draft at these berths is 10.06 m. at 
yw. in the Outer Harbour, an oil mooring berth is available to 

te tankers of up to 100,000 d.w.t. with a draft of not 
exceed 14.3 m. 
: Fluctuates from day to day between 1020 and 1023. 
FRESH WATER: Normal quantities available and delivery made by Port 
tyst both from shore and barges. : 
FUEL: Indian Oil Corporation and Hindustan Petroleum Corporation 
supply on request either through pipeline in some cases or by barges 
cases. 
ige PRECAUTIONS: Fire precautions are to be observed in the port 
yea. The Port has fire fighting equipment consisting of a fire float 
capable of combating fires afloat as well as ashore and 3 shore fire 
units. 

ons LS: None. : ; ’ 
REPAIRS: All types of deck and engine repairs possible. 
pRY DOCKS: The Port has a dry dock which is 137.2 m. long and 
1g.4m. wide for port craft and small ships. It has a depth of 5.6 m. below 

jow water. 
Mindustan Shipyard Limited's services available generally for major 
ship repairs. It has a dry dock which is 244 m. long and 38 m. wide. It 
can take in ships of 70,000 d.w.t. 
GANGWAY/DECK WATCHMEN: Necessary according to demands of 
geal labour unions. 
OPENING/CLOSING HATCHES: Stevedores. 
CUSTOMS ALLOWANCES: Tobacco: 200 cigarettes per head per 
week. Wine and/or spirit: Asian Crew 2/5 units per 3 days. Non-Asian 
ew 4/5 units per 3 days. Bottle of liquor equals unit. 
CARGO GEAR: Valid cargo gear test certificate must be on board all 
vessels using ships’ gear for loading or discharging. 
REPATRIATION: Facilities exist to foreign countries via Madras, 
Calcutta or Bombay. About 3 days delay to obtain travel permit. 
AIRPORT: Distance 14km. Regular daily flights to Calcutta and 

d by Indian Airlines Corporation. 

SURVEYORS: Available. 
TWE: Indian Standard Time GMT plus 5.5 hours. 
HOLIDAYS: Port's closed holidays are: Pongal, Kanumu, Republic Day, 
Kotha-Amavasya, Vijayadasimi, Independence Day, Gandhi's Birthday 
andNagulachaviti, when work not possible even on payment of overtime. 
POLICE/AMBULANCE/FIRE: Police Station 62140; Fire Station 64841 
- Ext 239; Ambulance 64841 — Ext 213 (Port Hospital), Ext 275 
(Ambulance). 
TELEPHONES: Arrangements exist for placing telephone on board. 
SERVICES: Tank cleaning facilities available. 
SHORE LEAVE: Crew members allowed ashore after receiving 
mmigration permits. 
IDENTIFICATION CARDS: Not needed if have valid Seaman's Books. 
DEVELOPMENTS: A Fishing Harbour was constructed in a 24 hectare 
area as a by-product of the Outer Harbour. The first stage of the Fishing 
Harbour provides accommodation to 15 trawlers and 150 mechanised 
boats. The second stage of the Fishing Harbour can accommodate 
‘6 trawlers and 300 mechanised boats. 


Aslipway facilitating 6 trawlers or 12 boats at a time for repairs is also 
constructed at the Fishing Harbour. 

Construction of an oil berth to accommodate tankers of 150,000 d.w.t. 
nthe Outer Harbour, provision of facilities for handling of import of coal, 
wovision of facilities for export of Alumina and import of caustic soda, 
construction of a general/bulk cargo berth in the Outer Harbour to 
scommodate 60,000 d.w.t. vessels, construction of 2 warehouses of a 
lal capacity of 30,000 tonnes, provision of third wagon tippler for the 
‘ ore handling complex, addition of tugs and other floating craft and 
vanes and i cargo handling equipment are some of the principal 
Svelopments. 


SIPMASTER’S REPORT: September 1983. 
Oxcuments: On boarding, Pilot hands Master Arrival Report (in 
Splicate) with 24 questions to be completed and handed back to Pilot 
8 passing Dutch Battery. The questions relate to the vessel, 
eS, Cargo and voyage just undertaken and it is quite a lengthy 
nt. Recommend copy should be obtained at previous port to 
‘ave all completed for arrival. 

For Security reasons, all cameras must be collected prior to arrival 
0 kept in the safe custody of the Master. Pilot gives Master a 
= fation to sign that no photographs will be taken of the Port Area 

amval, whilst berthed, or on departure. 

; Indian Authorities are presently having meetings to come up with 
* Single Arrival Form for vessels, to end the present duplication of 
Plots ation between Port Authorities, Customs, Immigration, etc. 

9@: On departure, Agents make tentative booking of Pilot with Port 
"ust, — then to hoist International Code Flag ‘G’ 1 hour before 
rato: Visakhapatnam Radio/VWV workable about 1 day out. 

Aden Send Free Pratique message stating no persons embarked at 
ents ¢ Djibouti and that there are no monkeys on board. Pilot initially 
z2nls Pratique with stamp in Deck Log Book. 

Ps Four tugs of 32 ton bollard pull available; for deeply laden large 

ls Passing into Inner Harbour, 2 are required, 1 made fast right 

» the other made fast starboard shoulder. They are necessary for 
Harbou to negotiate the bends in the Cutting. Tugs join in the Outer 
lor An 2d there is little time to make them fast. Therefore, Pilot asks 

Ooring Gang to make one of these tugs fast, as they are not 
aft until vessel is in the Turning Basin. 
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Medical: \t is recommended that personnel have Cholera and Typhoid 
inoculations before arrival. Stocks of these vaccinations are not usually 
held locally unless there is an outbreak of the disease. 
Density: Varies from 1018 to 1023 depending on season and recent 
rainfall. 
Fresh Water: Delivered by barge, hoist International Code Flags ‘Y’ over 
‘J’ 2 days before required. 
Repairs: Below average standard of metal work/welding. Very little 
assistance and spares available in electronic area. 
Opening/Closing Hatches: Automatic/hydraulic type are operated by 
ship’s crew. 
Surveyors: Lioyd’s (exclusive), ABS, GL, NKK, Korean Register, 
International Cargo Gear Bureau NY (non-exclusive), also Nautical 
Inspector for Governments of Liberia, The Bahamas and Republic of 
Panama. 
Telephones: No shore telephone was placed on board. 
Services: Very few services available. 
Shore Leave: Immigration permits/shore passes to be carried at all 
times, issued for limited period initially. 

Indian currency in notes of greater value than Rs 10/- (about U.S.$1) 
not permitted inside Dock Area. 
Security: Local Watchmen not particularly effective and pilfering is rife. 
Make the accommodation block secure with only one controlled entry/ 
exit. Keep a strict watch over any items which cannot be removed/ 
secured. 


SHIPMASTER’S REPORT: November 1984. 

We presented Crew List (See Note 1), Passenger List, Stores List 
(Form 3), a Bonded Stores List (See Note 4), Drugs List (Morphine, 
etc.), Arms and Ammunitions List, comprehensive Customs List Form 
IV (See Notes 2, 3, and 5 below), Hidden Cavities Declaration List and 
Vaccination List. 

Note 1: The Crew Lists must show Passport or Discharge Book 
numbers. Not interested in dates of birth. The Immigration Officials issue 
passes for all on board who wish to go ashore (or just a few blanks, if 
only 4 or 5 people want to go ashore). These must be returned to Agent 
before sailing. 

Note 2: Endeavour to obtain correct forms prior departing for first 
Indian port. A complete set of 4 is required for all subsequent Indian 
ports visited. Ensure that a// paper money is declared, whatever the 
amount. (Undeclared currency, cigarettes, gifts, etc. confiscated). 
Rummage squads are thorough. Also ensure that the term “Dress 
materials and personal effects” is entered in Column 12 with other listed 
items. 

Note 3: Currency — it is a fine-carrying offence to take high 
denomination notes ie. Rupees 20, 50, 100 and above, out of the 
country. Agents usually supply cash in 10 Rupee notes** or less. 

Note 4: It is advisable to carry minimum sufficient bonded and slop 
chest items. 

Note 5: Ensure that vessel sails with “travelling copy” handed to 
Master prior sailing first port for second port and so on for multi-Indian- 
port calls. 

** Where foreign currency is changed ashore, a proper ‘encashment 
certificate’ with serial number must be obtained and details of passport 
given at time of exchange. The jetty duty Customs Official must be 
informed on return to ship and a supplementary currency declaration 
form C.B.R. CUS419 filled out showing amount exchanged and new 
balance of foreign currency in your possession. Both forms must be 
retained by exchanging person. 

Also on arrival, the Health Officials carry out a “Marpol’” inspection. 
There are many arrival and departure forms to be completed, including 
comprehensive pilot information forms. Have some detailed prior arrival 
to complete same as they are time consuming. Obtain blank sets if 
trading regularly. 

Marpol Inspection: 
Government of India 
Port Health Organisation 
Visakhapatnam 
Sanitary Inspection of the Ship under Rule 83(i) of the 
Indian Port Health Rules, 1955. 


Date of inspection: Nationality: 
Name of the ship: No. of crew: /Passengers: 
1. Yellow Fever Vaccination 
Certificate Valid/Not Valid 
2. Derat/Exemption Certificate Date: Place: 
3. Medical Chest Inspection Date: Place: 
4. Rat guards affixed Yes/No 
5. Probable date of departure Date: Place: 
6. Anybody sick/hospitalised Yes/No 
7. Nature of sickness Fever/Skin Rash/Diarrhoea 
8. Any Provisions taken or likely 
to be taken from this Port Yes/No 
9. Date of last cleaning of 
Water Tank Date: 
10. Last Ports of Call within 30 days 
iF Date: 4. Date: 
2. Date: = Date: 
3. Date: 6. Date: 
11. General Sanitation: 
Pantry Stores 
Galley Crew Accommodation 
Linen Room Lavatories and bath 
Sick Bay 


Vermin: Mosquitoes/House Fly/Rodents/Cockroaches 
Garbage Disposal: On high seas: 

Shore Disposal: 
Sullage/Sewage and liquid waste disposal (S.W. system) 
Holding Tank: Size: Numbers: 
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Treatment Plant (make and Size: Numbers: 
capacity): 
Final disposal of Sewage 
Liquid Wastes/Oily Bilge High seas/On shore disposal 
Dirty Ballast Water 
Mode of disposal C.B.T./S.B.T. disposal 
Oil Water Separators (details): High seas/On shore 
Potable Water (F.W. system) Date: Quantity: 
(Fresh Water) Chlorination on board 
done/not done 
Fresh Water Generator 
(Desalinisation Plant): Make: Capacity: 
End Point Chlorination: Results: 
Temperatures: Freeze room: 


Dish washing water: 
Remarks: 
Signature of the Master: 
Health Officer 
Visakhapatnam. 

Regulations: The taking of photographs in the harbour is not permitted. 
The placing of all cameras in the bond is advised, or a written notice 
posted. 


SHIPMASTER’S REPORT: June 1988. 

The Dock Safety Authorities inspect the certificates of each wire rope 
belonging to the ship’s Et regardless of the validity of the four yearly 
and one yearly Cargo Gear Inspection Certificates. 

The above demand is valid at all Indian ports and if the certificates 
are not available on board, severe delays may arise with loading and 
discharging operations. 

We also experienced very strict customs regulations. Using U.S. 
Customs Form 1301 for Ship’s Stores Declaration, we had declared all 
listed items and ship's radios, tape recorders, T.V., video and adding 
machines. 

We did not declare the ship’s 4 washing machines and one of them 
was seized as it was still in its original packing and had not yet been 
installed in place of the damaged machine. After three days, we 
managed to obtain release of the machine. 

In the past, sextants, binoculars, stop watches, etc., have been seized 
when they have not been declared. 


SHIPMASTER’S REPORT: June 1994. 

lron Ore Berth loads at about 3,000 tonnes per hour. 

There is no daylight restriction. Delay on entering/leaving port may 
occur due to harbour channel being occupied. 

A watch for thieves must be maintained, especially at the anchorage. 
All ship's personal items should be declared in detail, making the list as 
comprehensive as possible. 

At Ore Berths No. 1 and 2, the belt meter is not always reliable, and 
due to its excessive length, more cargo than ordered may be delivered 
because once it is loaded it has to be emptied into the ship's holds. 

Provisions, laundry services and prices are reasonable. 

Repatriation is difficult as there are no direct international connections, 
and formalities take a long time. 


AUTHORITY: Visakhapatnam Port Trust, Visakhapatman 530035. 
Andhra Pradesh, India. Te/: 4841. Telex: 0495/235. Cables: Portrust. 
Contact: Harbour Master. 


AGENT: See “Cochin”. 
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NOTES 
Please also advise Shipping Guides Ltd. 
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indonesia 


seNERAL - TANKERS 

yrRODUCTION: 

se Republic of Indonesia comprises the islands of: 

gumatra : including Riau, Bangka, Belitung, Nias, 
Mentawai, etc. 

java and Madura ; 7 

xgiimantan (Borneo) : including Tarakan, Bunyu, Laut, etc. 

sulawesi : including Kabaena, Muna, Buton, Peleng, 
Banggai, etc. 

Maluku : consisting of Halmahera, Bacan, etc. 

A Nusatenggara =: consisting of Lombok, Sumbawa, Tanimbar, 
Buru, Seram, Kai, Aru, Babar, Wetar, etc. 

cast Nusatenggara =: consisting of Sumba, Flores, Solor, Alor, 

"i Timor, etc. 

Timor Timur 5 : . ore: 

nan Jaya : including Waigeo, Misool, Salawati, Biak, 


etc. 


a Laws of Republic of Indonesia are in force and all personnel, for 
eer own protection, are urged to abide by them. 

wages: 
ren language is Indonesian and the second language is English. 
temitorial Waters: 

The breadth of the sea claimed as territorial waters is 12 miles. 
sdonesia also claims sovereignty over all waters within the archipelago. 
sshing jurisdiction is claimed to extend 200 miles from the base line. 
Authonty: 

All Son in Indonesia are under supervision of responsibility of the 
sovernment, i.e. Directorate General of Sea Communication, and to a 
geat extent established as commercial harbours. Pertamina operate 
‘ededicated oil and gas harbours/terminals on behalf of the Directorate 
general of Sea Communication under the Mutual Agreement Letter 
setween the Director General of Sea Communication and the President 
Dvector of Pertamina. 

Currency: 

The monetary unit is the Rupiah (Rp) which is divided into 100 sens. 
Noles are issued in denominations from Rp.100.- to Rp.10,000.- and 
pere are coins of 5, 10, 25, 50 and 100 Rupiahs. 

Saling Directions: 

Refer to the “Eastern Archipelago Pilot Book”’. 
dal Streams and Current: 

The tidal streams and current can be found in “Tidal Stream Tables”. 
These are published annually by the Indonesian Naval Hydro- 
Qceanographic Office (Jawatan Hidro-oceanografi Angkatan Laut 
ndonesia), JI. Gunung Sahari No. 87, Jakarta, Indonesia. 

Port Charges: 

Company charges and Government charges such as service charges, 
it and harbour dues, agency fees, also berthing fees, pilotage fees, 
‘wage fees, etc., on application and are standard throughout 
‘donesian harbours. 

Advance Payment: 

The tanker Owner or Charterer must comply with the “Procedure for 
‘opinting Agent". Pertamina Directorate for Shipping and 
secommunication will aeoege receipt of cable appointment, and 
wl request an advance deposit, depending on the size of vessel, to 
ower the Port Charges, not including Corporate Tax. In addition a sum 
paige” to U.S.$10,000 is to be paid as advance payment for 

Advance payment should be made payable to: 

“Pertamina Agency”, 

Account No. 11.51.006.000.0005, 

Bank Negara Indonesia 1946, Cabang Gambir, 
Jl. Kebon Sirih No. 77A, 

____ Jakarta, Indonesia. 

0 facilitate handling preparation, Owners/Charterers are required to 
*« "Pertamina Directorate for Shipping and Telecommunication” 
=e Transfer (T.T.) Number, the name of vessel and the 

call. 

n those instances where payment exceeds the actual port charges, 
"= balance will be credited to the Owners/Charterers account or 
“mitted by the Agent. 
zlaiher the Agent nor the Company will be responsible for demurrage 
* other charges resulting from failure to pre-arrange obligations in this 
png All cash advances required by crew and vessel at arriving 
. mt) Such as ready cash for Master, expenses for repairs, provisions 
~_ [epatriation will be covered by advance deposit of Owners/ 
Hol ged These advance deposits are the pre-requisite for handling 
tere and should be forwarded to “Pertamina Agency” Account No. 
5 Nd Exim, Jl. Enggano No. 100, Tanjung Priok, Jakarta, 


pe! and Fire Regulations: 

ety and Fire Regulations will be strictly adhered to. The Notice 

Renetions in Case of Fire” and the Notice “Safety and Fire 

by vel pine pe bomen in peonynest positions onboard the vessel 

€ , Or is designated alternate. 

*alety Check ‘List: fs . 

"nui Purpose of Safety Check List is to emphasise the safety 

fements necessary to protect both ship and shore and the 

el involved in cargo operations during the time when the vessel 

onaside the waterfront. 

tem eae all personnel in understanding the total requirement for each 

ieta Check List, extracts have been taken from the ISGOTT 

Salty ional Safety Guide for Oil Tankers and Terminals) and the 
Guide for Terminal Handling Ships Carrying Liquefied Gases in 


i 
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Bulk” issued by OCIMF. It should be understood that before cargo 
operations commence, this Safety Check List is jointly checked by ship 
and shore/terminal personnel. It will nevertheless be necessary to carry 
out “follow-up inspections” during the vessel's stay alongside. This 
action is essential to ensure that acceptable safety standards are being 
maintained. 

Prevention of Pollution of the Sea: 

Owners, Masters, Agents and the operators of harbours/terminals are 
responsible to observe International Convention Laws of Indonesian 
Government Regulations concerning pollution of sea waters. 

It is not permitted to pump dirty ballast into the water. 

No oil or mixture containing oil shall be discharged into Indonesian 
waters from any vessel. 

No refuse, garbage, waste matter, carcasses, substance of dangerous 
or obnoxious nature or trade effluent is to be discharged from any vessel 
into Indonesian waters. 

Any fines imposed by governmental authority for pollution shall be for 
the vessel's account. 

Removal of Wrecks: 

Should any vessel or craft sink, or become an obstruction in any part 
of the Port, or approaches or the area of the submarine pipeline thereto, 
the Company shall be empowered and shall have the right to take steps 
it may deem necessary to remove the obstruction, without notice to the 
owners. All expenses of such removal shall be borne by the Owners of 
the vessel or craft, causing the obstruction, and the Company shall be 
entitled to reimbursement by them for any such expenses which it 
may incur. 

General Holidays: 

New Year's Day 

Nyepi Saka Day 

Good Friday 

Ascension Day of Prophet Muhammad S.A.W. 

Buddhist New Year (Waisak) 

Ascension Day of Jesus Christ 

Idul Fitri 

Idul Adha 

Independence Day (August 17th) 

Islamic New Year (1 Muharram) 

Birthday of the Prophet Muhammad S.A.W. (Isra'Mi'raj) 

Christmas Day 
APPOINTMENT OF AGENT: 

General Agent: 

Pertamina Direktorat Perkapalan dan Telekomunikasi 

(Pertamina Directorate for Shipping and Telecommunication), 

Jalan Yos Sudarso 32-34, Tanjung Priok, 

Jakarta Utara, Indonesia. 

Attention : Biro Operasi Tanker — Sub Dit. PKP, 

Jl. Merdeka Timur No. 1A, 
Pertamina Building, 19th Floor, 
Jakarta Pusat, Indonesia. 


Mailing address : P.O. Box 327. 

Cable address : Pertaminaship — Jakarta. 
Telex number : 44450 — 45348. 
Telephone number =: 343806 — 343781. 
Facsimile : 343781. 


Procedure for Appointing Agent: 

Owners should appoint “Pertaminaship — Jakarta” as General Agent 
by cable or telex 2 weeks prior to attending the vessel at the oil harbour/ 
terminal, (hereinafter referred to as “Shipping Company”). 

The Agent/Shipping Company will notify the Port Authorities one week 
prior to vessel's arrival. 

Details of Cable/Telex: 

The following information should also be given in the cable or telex 
to obtain ooh Permit for Flag Dispensation from the Directorate 
General of Sea Communication. 

— Name and address of owners. 

Name of vessel and radio call sign. 

Flag. 

Port of Registry. 

DWT, GRT, NRT, LOA of vessel. 

Name of Master. 

Number of Crew. 

Last Port of Call and ETD. 

Quantity and grade to be loaded/discharged. 
— Consignee. 

— Estimated Time of Arrival (ETA in local standard time). 
— Destination(s) after loading/discharging. 

— Indonesian Ports of Call. 

ARRIVAL PROCEDURE: 

Flag Dispensation/Agency Permit: 

Each foreign vessel entering Indonesian Ports must have requested 
and been granted Flag Dispensation/Security Clearance prior to its 
arrival. 

General Agency Certificate: 

The General Agency Certificate (Surat Keagenan Umum/S.K.U.) is a 
document issued by the Directorate General of Sea Communication 
stating that a certain authorised company in Indonesia has been 
appointed as the Ship's Agent (as a guarantor) and therefore this 
document is essential. 

Health and Medical: 

Vessels destined for an Indonesian port must send application for 
Provisional Free Pratique to the Quarantine Section, Department of 
Health, Jakarta, well in advance. 

Vessels arriving at an Indonesian port without prior advice must first 
call at a first class Port of Entry for obtaining Free Pratique. The first 
class ports are: Belawan (Medan), Tanjung Priok (Jakarta), Tanjung 
Perak (Surabaya) and Ujung Pandang (Makasar). 

Port Health Clearance is issued after vessel's arrival and is also valid 
for Departure Clearance. If Provisional Pratique is not granted a Port 
Health Officer will be provided. 
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Flags and Signals: 

In accordance with practice in Indonesian Ports, by day, the 
Indonesian and the vessel's national flags must be flown as long as the 
vessel stays in port. 

Display of Quarantine, Pilot, Immigration, Call Sign flags and other 
signals according to the International Code Signal Agreement on 
approach to the port must be maintained until Pratique is granted. 
These signals are as follows: 

Quarantine : Flag “Q” (sunrise to sunset). 

Signal lights red over white (sunset to 
sunrise). It is to be substituted by flag “QL/ 
QQ” when the Port Health Officer has 
declared infected or suspected with a 
quarantinable disease. 

Pilot : Flag “G". 

It is to be substituted by flag “H"” when the 
Pilot/Mooring Master boards your vessel. 


Immigration: : Flag “N" should be flown until the 
Immigration Officer boards your vessel. 
Call Sign : To be flown until berthed and again when 
Sailing. 
During loading/ : During loading/discharging of oil, flag “B” 
discharging must be displayed (at night, red signal 
light). 


Notice of Readiness: 

A tanker will be considered as “arrived” and Notice of Readiness will 
be accepted provided she is in all respects ready to commence loading/ 
discharging. 

Viz: 
(a) from the time the Pilot/Mooring Master has boarded the vessel, or 
(b) from the time of anchoring, when the vessel has anchored in the 
designated anchorage and has advised the oil harbour/terminal of 
the time of anchoring, or 
(c) from the time a tanker within the anchorage area, awaiting the Pilot/ 
Mooring Master’s arrival, is required “not” to anchor. 


Documentation: 

Two days before arrival of vessel the ship’s agent has to inform Port 
Authorities by completing appropriate forms. Copies of completed forms 
must also be submitted to the Port Administration, Harbour Master, 
Customs, Immigration and Port Health Service for preparation of 
services. 

The Pilot/Mooring Master may berth the vessel on request of the ship's 
agent only after obtaining clearance from the above Port Officials. 

Health Documents: 

Maritime Declaration of Health Certificate. 
Deratting or Exemption Certificate. 
Vaccination Certificates (Cholera). 

Health Book or Bill of Hea!th. 

Ship's Documents: 

If arriving from a foreign port, the following documents may be required 
for granting Pratique. These documents are: 

Certificate of Nationality. 

Certificate of Measurement. 

Certificate of Registry. 

Certificate of Appliances (Cargo Gear Certificate). 

Load Line Certificate. 

Safety Equipment Certificate. 

Ship's Construction Certificate. 

Safety Radio/Telegraph Certificate. 

Approved Letter of Compliance (International). 

Oil Record Book and Certificate of Fitness (in case of gas and 
chemical carriers). 


Harbour Master: 

The ship's documents are then delivered to the Harbour Master with 
the following documents attached: Last Port Clearance, Crew List 
approved by the Immigration Officer and Light Dues Receipt if arriving 
from another Indonesian port. The Harbour Master submits a Harbour 
Report Form for the Master to complete. 

The Harbour Master issues a Port Clearance at departure, provided 
clearance is also granted by the other governmental authorities. A 
Panamanian Port Clearance for Panamanian Flag vessels is not 
required at oil harbours/terminals. 


Immigration: 

The Immigration Officer requires copies of the Crew List and 
Passenger List (if any) and will check the Ship's Articles and the 
Passports of the crew. 

Each crew member should be in possession of a Passport and 
Seaman's Book. Crew members having no Passport are required to 
carry a Seaman Identification Card (S.1.C.). 

A re-entry permit from the country concerned is sufficient, if there is 
no Passport available. 


Customs: 

Vessels loading/discharging cargo have to get a Customs Permit. 
Copies of Bill of Lading, Cargo Manifest, Ship’s Stores List, Personal 
Effects List and Crew List should be delivered to Customs and Port 
Administration. 

It is most important that the lists concerning personal effects, stores 
and crew are completed with great care as the Port Authorities are liable 
z carry out a detailed check and any discrepancies can lead to heavy 
ines. 

After the vessel is all secure, the Customs Officer will seal the stores. 
If arriving from a foreign Port, the Agent will prepare the General Cargo 
Declaration Form stating the cargo onboard the tanker and attaching 
appropriate Shipping Documents. If arriving from an Indonesian Port, 
the Form 5-B issued at the last Indonesian Port will be retained by the 
Customs and the Arrival Clearance is granted. 
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Ship's bonded stores will be sealed by the Customs Officials op 

and will remain sealed until the vessel leaves Indonesian water." 
1. Ship's Stores: 

Cigarettes, cigars, tobacco, matches, spirits, wine, beer, 
firearms, ammunition and possibly some other items have § 
locked up under Customs Seal from time of arrival of Vessel in}, 
until time of leaving territorial waters. Each person is allowed tp 
in 200 cigarettes or the equivalent in grams of tobacco 
ashore without paying import duty. Special allowances are Made 
the Master under special circumstances. \ 
2. Contraband: 

The attention of Masters is called to the strict enforcemer. 
Indonesian Regulations against smuggling and trading. We, 
possession of such items as narcotics, liquor, ammunition and sin, 
weapons or other articles of contraband is subject to severe Derg 
and may result in prolonged delay of the vessel concemed if ach 
is taken by the authorities. All precautions must be taken to Pree 
the violation of contraband laws. Masters are requested tO ine 
the Ship's Officers and crews of the foregoing regulations pertay 
to contraband, shore liberty, etc., and to be assured that all person, 
completely understand. 

COMMUNICATIONS: 
Advice of Arrival: 

It is important that all incoming tankers advise the oil harbour/tem, 
72 hours and 48 hours before estimated time of arrival, giving the 
estimate of ship's arrival at the oil harbour/terminal via cable ar. 
telex. Changes in ETA must be notified thereafter. 

Further ETA messages should be sent to the oil harbour/terminal w» 
the tanker is 24 hours and 6 hours distant from the oil harbour/tem, 
and any other time, if any appreciable change occurs in the originalf) 
or those subsequent thereto. 

Communication for Contacting Agent: 
1. Tankers approaching the oil harbour/terminal should make nm 
contact on VHF Channel 16. 

Masters are recommended to use this system on coming we 
radio range of Port Control, particularly when approaching the pr 
as if poor visibility exists the tanker's approach may not be obsene 
Attention to VHF communications may be the means of avod 
delay in berthing. 

During berthing, the ship's radio will be under the sole contd; 
the Master, and the terminal radios will be under the sole cont) 
the Terminal Superintendent or his assistant. 

Masters are reminded that if tankers are requested to anche) 
await berthing, it is their responsibility to maintain constant listew 
watch on VHF Channel 16 to receive Terminal instructions. Any dé 
due to failure to maintain a constant listening watch on Channg! 
will be for the ship's account, and will not be included in Lay Te 
calculation. 

For subsequent inter-ship communications within the oil hart 
terminal a “walkie-talkie UHF Radio on Frequency 157.725 
will be used by the Pilot/Mooring Master. This frequency will no) 
used for general purposes, unless clearance is obtained by th 
harbour/terminal. This is required for safety reasons. 

Should all radios on the tanker become inoperative, the p= | 
signal, i.e. continuous blasts on the ship's whistle will be sound?! 
notify the oil harbour/terminal of the radio failures. Upon hearingh 
signal from a tanker, the terminal will immediately stop loady 
discharging until communications have again been re-establish 

2. In the event incoming tankers are not able to contact the oil hartw 
terminal on the foregoing VHF/FM Frequencies, or by HFS% 
Pertamina maintains coastal radio stations located in Jakarta 

Pertamina Jakarta Radio, Call Sign PKI-2, may be contacted? 
HF/SSB on the following frequencies and during the following seve 
hours: 


Frequency Hours Keep Watching 
(KHz) (GMT) (kHz) 
452 H24 500 
8626 0200-0400/1000-1200 8363.2-83648 
0500-0600/1400-1600 8372.8-83735 
0700-0800/1 700-2000 
12980 0100-0200/1200-1400 12544,8-12547! 
0400-0500/1600-1700 12559.2-12560! 
0800-1000/2000-2200 
4419.4 0500-0600/0800-0900 4125.0 
4425.6 1600-1800/2200-2400 4131.2 
6512.6 0000-0100/1200-1400 6206.2 
0300-0400/1 800-2000 
0600-0700 
8759.2 0100-0300/1 100-1200 8235.3 
0400-0500/1500-1600 
0700-0800 
VHF Channel H24 Channel 16 
9, 16, 19 


Details of Cables: 
The following information should be included in the cable: 
Name of vessel and Radio Call Sign. 
Cargo requirements. 
Quantity of ballast loaded on passage/arrival. 
Quantity of segregated/dirty ballast on arrival. 
Draft on arrival (forward and aft). 
Last Port of call. 6 
Flange dimensions of vessel's manifold connection, if not © 
Series 150 or equivalent. 
Maximum loading rate and approximate topping-off rate. 
If there is any sickness aboard, give whatever information !s ave 
as to the possible type of sickness. 
Confirm that vessel has clean Bill of Health. 


pull, bulkhead, valve or pipeline leaks on vessel which could 
joading/discharging or cause pollution. 
special conditions, difficulties, defective equipment or gear which 
could present special hazards or difficulties when mooring/ 
ng or during operations. 
pstance in feet/metres from the bow to vessel's loading manifold. 
ne following information should be included in the cable by LPG 


gees : ‘ 
otal cargo capacity in cubic metres. 
ie any cargoes other than LPG been carried during last 3 loaded 


ages. 
phe yessure, top, bottom and mean temperatures of each cargo 


tank. : \ 
Maximum allowable relief valve settings for all cargo tanks. 
Maximum Oxygen content by volume per cent of each inerted cargo 


system. . . 

tank purging required specify whether: 

(a) Parallel or in Series. 

(p) Liquid from shore direct to cargo tanks. 

ic) Liquid from shore to deck tank to vaporisers to cargo tanks. State 
capacity of ship's vaporisers in tons of LPG per hour throughput. 

«cooling down tanks is required, specify maximum cooling rate in 
terms of temperature reduction per hour and maximum 
temperature differential permitted between any 2 points in cargo 
tanks. 

available total capacity of ship’s reliquefaction plant for each 

nominated cargo product. 

Grade and quantities of any part cargoes or cargo residues and 

where loaded. 

Are part cargoes to be commingled with refinery loadings. 

Quantity of purge product required in addition to cargo requirements. 

Type of ship's reliquefaction system, i.e. direct, cascade or other. 

Capacity of ship's gas blowers to shore vapour return line in volume 

per hour at reference temperature. 

For further information contact Pertamina Direktorat Perkapalan dan 
teekomunikasi, 32-34 Jalan Yos Sudarso, Tanjung Priok, Jakarta, 
odonesia. Attention: Biro Pelabuhan Sub Dit. PMK. Telephone: (Hunting 
vas): 494309 Ext. 217, 362, 363, 365. (Direct lines): 495402, 490323. 


AMAMAPARE: 04.49 S. 136.58 E. (See Plan) 


PLOTAGE: Not available. A Freeport Indonesia Master is available on 
quest to assist the ship’s Master with entering the channel. 
NAVIGATION/APPROACHES: 

Chart: B.A. Chart No. 3527. 

farway Buoy: Buoy ‘A’ located in position Lat. 04° 55’ 17” S., Long. 
19°42’ 59” E. is the Fairway Buoy. Light is flashing white Morse ‘A’. 
ughthouse: There is a new lighthouse to the West of the port. 


Name Aika 
Visibility range 12 miles 
Tower colour White 
Height of tower 30 m. 
Light colour White 
Light characteristic Gp.Occ.(2) 10 sec. 


‘wbour Passage: The distance from Buoy ‘A’ to the port is 
“proximately 15 km. The channel is well marked by buoy and beacons. 
With of channel is 1,000 ft. 
es: Indonesian Tide Tables. Port used is Sungai Mimika/Muara 
4°43’ S., 136° 27’ E.). Lowest tide —0.3 m. Highest tide +3.3 m. 
Approaches: 
There is a sand bar between Buoys No. 3, 4 and 5, approximately 
*m. wide. The depth of water at the Bar is the controlling factor as to 
mether all of a specific cargo is loaded at the Amamapare Dock or 
wily offshore at Sea Buoy ‘A’. Tides normally rise and fall every 
“rours. At low tide the water on the Bar is about 4.30 m. 
approaching the area on a clear night, lights in the mountains are 
‘stl due North of the Port. This is from the Freeport Mines and Tram 
di, 11,000 ft. elevation and can be seen from about 50 miles 
(on approaching the Port/Buoy ‘A’, call “Port Ampre” on VHF Channel 
Sor further information. 
. SIZE: Vessels of 38,000 d.w.t. have docked to load concentrates. 
ive vessels are normally topped-up outside the Bar at Buoy ‘A’. 
MDIONG Cargo Handling Facilities”. 
VHF: Dock Superintendent's office on VHF Channel 16. 
ur Master's office on SSB radio — frequency 6215.0 kHz. Ore 
on same frequency when on ocean passage. 
r hours are 0800 — 0930 and 1630 — 1930 (local time). 
Tuaes on VHF Channel 16 and many SSB frequencies. 
1 :2x350 h.p. and 2x 1,300 h.p. 
wie are available throughout 24 hours to assist large vessels docking 
DEATH and to guide them in and out of the channel. 
tore aa he wharf is about 600 ft. offshore and is parallel to the 
Longth well fendered with rubber tyres. 


2 942 ft. 
Straight face 


Height above LW 
Depth at LW 


9.2 m. (East end) 

CARGO 8.0 m. (West end and over a distance of 750 ft.) 
HANDLING FACILITIES: Bulk Cargo: Vessels load copper 

- hin from a conveyor and fixed shiploader at an approximate 

, 1,200 tonnes/hr. Weight of concentrate is approximately 


75 4 : 
toner Per cubic foot. Dust is not a problem as it has a 9% moisture 
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The shiploader can be raised and lowered but not moved. Ship's crew 
are responsible for shifting ship and changing of holds. 

A loading plan should be telexed to the port at least 48 hours prior to 
arrival. 

Large vessels are normally topped-off outside the Bar at Buoy ‘A’. 
Cargo is delivered to the vessel by 22,500 tonne barges (additional 
barge of 3,500 tonnes to be delivered in May 1992) and loaded by ship's 
electric hydraulic grabs at a rate of 200 tonnes/hr. in good weather. 
General Cargo: Flat top barges available for transhipment of cargo and 
fuel. A 100 ton non self-propelled barge crane and 4 ton forklift trucks 
available for cargo handling. Workboats and speedboats available for 
transporting workforce throughout 24 hours. General cargo handling rate 
is approximately 1,000 tonnes/day. 

FRESH WATER: Available in emergency cases only. 
FUEL: Available in emergency cases only. 
TIME: GMT plus 9 hours. 
GENERAL: /mmigration: Rp. 200 per man fee upon docking of ship. 
Customs: Inspection and clearance normally takes about 1 hour to 
2 hours. 
Harbour Master: Available. 
Police/Security: Available. 
Handling Agents: Not available. Freeport Indonesia handle all general 
cargo, explosives and fuel. Freeport Indonesia personnel operate 
eekd cargo cranes and other equipment. 

tores: Limited stores and provisions are available. They are sold on 
emergency basis only. 


SHIPMASTER’S REPORT: October 1993. 

ib Te echo sounder confirmed minimum Sea Bar Chart Datum depth 
of 4.5m. 

According to local information, the Southern part of buoyed channel 
within area of Sea Bar is most desirable, so vessel should steer 
almost in line with Buoys No. 3 and No. 5 when passing bar. 

2. General Anchorage (North of Buoy No. 10) with minimum depths 
9.0 m. is very large in comparison with other anchorages close to 
port, and it is best to wait for high tide. 

3. After passing Sea Bar, vessel radios this fact to Port Amamapare on 
VHF Channel 16. 

In case of topping-off outside the bar at Buoy “A”, there is a signal 
for barge(s) to proceed to vessel. 

4. There are 3 barges to deliver cargo to the vessel: 22,500 tonnes 
and the new 3,500 tonne barge “Kamora”. 

Motor barge “Kamora”: Modern, one box-shaped hold barge with 
bow thruster, well protected with 3 Yokohama fenders, length 
71.0 m., breadth 16.0 m., hold 36m. x 12.5 m. (all data approx.), 
manned by experienced crew. 

5. Rolling of barge due to swell considerably disturbs delivery of the 
cargo. Because of the very short outreach of cranes (big fenders, 
breadth of the barge), after discharge “half side of cargo”, the barge 
has to reberth herself. 


SHIPMASTER’S REPORT: April 1994. 
The following is an update on the Report dated October 1993 (See 
above). 

1. Unlike first time berthing with 6 shackles on port anchor chain, other 
guider (Pilot) used one shackle on port anchor only for swinging and 
then heaved it up after all lines fast at the wharf. This method of berthing 
(with one shackle only) is simple and additionally unberthing without 
heaving-up long cable is much more convenient. 

2. During loading operations at dock, the foreman is always available 
on VHF Channei9 (Call “Scale House”). He provides all useful 
information (e.g. quantity of cargo loaded at given moment). 

3. When shifting the vessel at wharf, due to fixed shiploader, it is 
necessary to change/transfer mooring lines to other bollards, but owing 
to a lot of hands/stevedores engaged, it is carried out quickly and safely. 

There are 2 small pusher tugs (used for swinging when approaching 
wharf) on stand-by. Tugs on VHF Channels 16/9. 

4. New whart for dry cargo vessels is soon to be ready. 

sea Three barges deliver cargo of copper concentrates (topping off - 
shore): 

“Ajkwa” — 2,500 tonnes. 
“Otomona” — 2,500 tonnes. 
“Kamora” — 3,500 tonnes. 
All barges have one box shaped hold. 
Dimensions of the hold (“Ajkwa” and “Otomona"): 33 m. x 10 m. 

6. Some observations on Amamapare: 

(a) The minimum of depth is observed between Buoy No. 3 and pair 

of Buoys No. 4 and 5 (Western part of this stretch). 

(b) For safety, all loading calculations and times of passing Sea Bar 
are checked by Harbour Master and Port Superintendent of 
Amamapare on the basis of Chart Datum 4.3 m. and Indonesian 
Tide Tables for Sungai Mimika (Muara), situated 20 miles North- 
Westerly, but analysis of depth when passing Sea Bar 
(6 observations — 3 under ballast and 3 when laden) testify that 
Chart Datum is not less than 4.5 m. 

There is a precise plan for passage of the fairway from Sea Buoy 
“Alpha” to Amamapare port, distributed to ships by Port 
Superintendent. 

Due to scale and frequent corrections on B.A. Chart No. 3527 
and owing to considerable changes of Chart Datum, predictions 
of H.W. for Aika (situated 5 miles North-Easterly of Sea Bar) 
taken from B.A. Tide Tables has no navigational value when 
passing buoyed fairway from Sea Buoy to Amamapare Dock. 


(c) 


(d) 


AUTHORITY: Freeport Indonesia Inc., Amamapare, Irian Jaya, 
Indonesia. Contact: Captain S. Rizal, Port Superintendent (Tel. 5260). 
New Orleans office: Telex: 46703 Freetpe LA. Fax: (504) 582-1835. 
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AMBON: 03.41 S. 128.10 E. 


DOCUMENTS: 
14 Passenger Lists. 

7 Crew Lists. 

2 Customs Documents. 

2 Health Documents. 

7 Cargo Manifests. 

7 Bills of Lading. 

5 Ship's Papers. 

Sailing Permit. 
PILOTAGE: Compulsory. Apply for pilot boat by aoe Ambon Coast 
Station (Ambon Radio) or fly “G” Flag. Pilot boat located at Ambon Bay. 
Entrance in all seasons and weathers. All parts of Ambon Bay suitable 

02” E. or 03° 40' 


for anchorage to await Pilot. 

ANCHORAGE: 03° 40’ 04”S. 128° 10’ 56” S. 
128° 10’ 48” E. Areas of anchorage can take all sizes of vessel. 
RESTRICTIONS: Open 24 hours. Tides do not affect entry. But when 
entering at night ship must anchor and await orders. 

MAX. SIZE: Max. draft 11.0 m. 

HEALTH: Port Health Officer boards vessel together with Pilot. 
RADIO: Ambon Coast Radio, call sign PKE. Operating 24 hours. 
Frequencies 500-470 kHz, 8473 and 8472-8799 kHz and 13101 kHz. 
VHF all Channels used. 

TUGS: Normally tugs do not join vessel but when necessary to use tugs 
call PT “Dock Waijame”. 

BERTHING: Yos Soedarso Pier: Length 187 m., breadth 35 m., depth 
7.5 m. — 12.5 m. Wainitu Pier: Length 100 m., breadth 20 m., depth 8 m. 
Halong Navy Pier: Length 153 m., depth 11.0 m. 

CRANES: Mobile cranes, capacity 5 tons — 40 tons. 

STEVEDORES: Agent arranges. 3 stevedore companies: PT. “Gotong 
fae ", PT. “Mastra” and PN. “Varuna Tirta Prakarsa”. 

MEDICAL: Hospital facilities available. No advance notice required. 
TANKERS: Berth at Wainitu Pier. Type of pipe, 6 in. and 8 in. 
Discharging og 125 t.p.h. 

FRESH WATER: Available only at Yos Soedarso Pier. Loaded by 
pipeline with 25 t.p.h. capacity. 

FUEL: Only diesel and marine fuel. 

CONSULS: No consuls available locally. 

REPAIRS: Deck and engine repairs available. Floating dock, lifting 
capacity for 2,000 d.w.t. 

SURVEYORS: Available. 

beet WATCHMEN: Deck watchmen needed, particularly 
or tankers. 

OPENING/CLOSING HATCHES: Carried out by stevedores. 
CUSTOMS ALLOWANCES: Cannot be held out of bond. 
REPATRIATION: Possible. Dealt with by Immigration through Jakarta. 
AIRPORT: Distance from airport about 7 miles. Regular airline “Garuda 
Indonesian Airways” (GIA). 4 flights per week from Ambon to Jakarta. 
TIME: Local time GMT plus 10 hours. 

HOLIDAYS: Port open for 24 hours even in holidays. 
POLICE/AMBULANCE/FIRE: Police and Port Health at Port. But when 
necessary to use fire brigade call by connecting to “Burgomaster”’. 
SHORE LEAVE: All crew members allowed ashore with permission of 
Immigration. 

IDENTIFICATION CARDS: Needed by Immigration (landing permit). 
DEVELOPMENTS: Plans for future developments dependent on 
Government expenditure. 

AUTHORITY: Ambon Port Administration. 


ANOA MARINE TERMINAL: 05.14 N. 105.36 E. 
(See Plan) 


LOCATION: The Oil Field and Marine Terminal are located in an area 
of the South China Sea known as the Natuna Sea, about 140 miles 
North of the Anambas Islands. It is within Indonesian territorial waters 
but only 2 miles East of the Malaysian/Indonesian border. (Consult 
relevant Hydrographic Office, Notices to Mariners and Admiralty Chart 
and publications for exact locations and navigational information). 
Description: The Anoa Marine Terminal is a purpose built Floating 
Production Storage and Offloading vessel (FPSO) the “Anoa Natuna’”, 
of 77,292 (M) d.w.t. permanently moored, via a forward turret and swivel 
assembly and catenary anchor leg mooring chains, to the sea bed. The 
turret and swivel assembly allows the vessel to weather vane and 
connects via flexible riser hoses to the subsea PLEM (pipeline end 
manifold). Produced crude oil and gas from the adjacent production 
platform flows to the vessel through 8 in. and 6 in. subsea pipelines 
respectively. 

An export tanker is moored in tandem to the stern of the FPSO and 
cargo is transferred through a single 16in. floating hose which 
terminates in a 12 in. ASA quick release manifold connection. Total 
crude oil storage capacity of the FPSO is 550,000 barrels. The export 
system is designed to handle parcel sizes up to 400,000 barrels. 

Oil Production Platform: The oil production platform is located in 73 m. 
(250 ft.) of water and receives production from as many as 15 wells. 
The platform is a four legged, piled structure rising to an elevation of 
30 m. above sea level. First stage separation and crude oil stabilization 
is carried out in the process train on the platform which accommodates 
12 people. 

FPSO: The “Anoa Natuna” is located in position Lat. 05° 13.3’ N., 
Long. 105° 36’ 22” E., in 73 m. (250 ft.) of water. Crude and produced 
gas is received from the platform via 8 in. and 6 in. subsea lines 
respectively. Final processing, stabilization and storage of the crude oil 
is performed onboard. The FPSO of 77,292 (M) d.w.t. has a length 
overall of 182 m. and a loaded draft of 14.3 m. 
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PORT LIMITS: Terminal Limits: A prohibited area is 


O6tatig 


bounded by the following coordinates: 
Latitude Longitude 
Point “A” 05° 12’ 51” N. 105° 36’ 23” E. 
“B” 05° 13’ 55” N, 105° 35’ 16.5” E. 
“C” 05° 14' 17.5” N. 105° 35’ 39.3” E. 
“D” 05° 13’ 13” N. 105° 36’ 45.5” E. 
Restricted Area: A restricted area surrounds the prohibiteg 
bounded by the following coordinates: a 
Latitude Longitude 
Point “D" 05° 11’ 54.5" N. 105° 36’ 23” E. 
fe. V0S? 16 SSN 105° 34’ 19” E. 
po aesepedh ks [= sh ES 105° 35’ 38.4” E. 
“G" 05° 13’ 13" N. 105° 37’ 43” E. 


Anchoring is forbidden within the restricted area above. Vets 
cannot enter the prohibited area without a Company Mooring May 
onboard. 

DOCUMENTS: Clearance: Indonesian Immigration, Customs a 
Harbour Master officials will board the vessel after arrival to 
Inbound Clearance procedures. Each export tanker musi » 
requested and been granted flag dispensation prior to its arrival, 4) 
same time, application is made for Provisional Pratique throughs 
Directorate of Quarantine and, if granted, cable advice is sent 
Harbour Authorities. Port Health Clearance is issued prior to vey 
arrival and is also valid for Departure Clearance. If Provisional Pray. 
is not granted a Port Health Officer will be provided. 

All of the foregoing is arranged through and by the Agent. 

Each crew member should be in possession of an Intermaiy 
Vaccination Card. The Agent prepares the ship's Documents Chec, 
Form to check the validity of each document. 

These documents are: 

Certificate of Registry. 

Ship's Safety Construction Certificate. 

Load Line Certificate. 

Life Saving Equipment Certificate. 

Safety Radio/Telegraph Certificate. 

Cargo Gear Certificate. 

Deratisation Certificate or Deratisation Exemption Certificate. 

The list is then delivered to the Harbour Master with the follow 
documents attached: 

Port Clearance from last port (original). 

8 copies Crew List. 

Passports of all crew (originals). 

3 copies Personal Effects List. 

3 copies Stores List/Bonded Stores List. 

3 copies Drugs List. 

3 copies Ammunition List. 

3 copies Cargo Manifest. 

3 copies Ship's Particulars. 

Light Dues Receipt if arriving from another Indonesian port. 

The Harbour Master issues a Port Clearance at departure prove 
Clearance is also granted by the other Governmental Authortties. 

The nag regs Officer requires 2 copies of the Crew List anr 
check the ship's articles and the p. of the crew. When te 
documents are found to be in order, an Arrival Clearance will be mee 
on the Crew List. 

If arriving from another Indonesian port, the Agent will sg 
guarantee if the vessel cannot prove that Light Dues have been pat 

Also see “Customs”. 


PILOTAGE: The Mooring Master will board incoming tankers n? 
anchorage area or other agreed location. 


ANCHORAGE: Approach to the Anchorage/Mooring Master Boat 
Area: When within VHF communication range, Masters of export tae 
should confirm berthing prospects with the Terminal. 

Should it be necessary to anchor, then vessel should proceed 0? 

recommended tanker anchorage area which is within a circle 0.75 ™ 
in diameter with its centre located in position Lat. 5°12! 
Long. 105° 38’ E., to the S.E. of the Restricted Area. 
Arrival at Pilot Station/Anchorage: Means of access to the vessel 0)" 
Amoseas ne Master shall be provided in accordance wit’ 
requirements of SOLAS, early advice will be given by Amoseé 
confirm the side of the vessel that access should be provided. 

At night the access area shall be adequately illuminated to po" 

for the approach and boarding of the Mooring Master, Govem™® 
Officials and for Amoseas representatives. 
Vessel Anchoring: |f a tanker is not scheduled to berth on arriva ® 
another vessel is in the berth, or the port is closed due to ad 
weather conditions, etc.), Master will be advised by radio and reqe* 
to anchor in the anchorage mentioned above. 


NAVIGATION AIDS: 
The FPSO displays the following light signals: 
(a) At the bow and stern — white morse (U) light, period 
15 seconds, range 5 miles. 
— red morse (U) light, period 
10 seconds, range 3 miles. 
(c) In restricted visibility a fog signal (morse “D”") is sy’ 
to sound simultaneously with the light signal. 
Note: A 16 in. floating hose lies in the water within 850 ft. (260 7 
FPSO stern. Yellow lights are established along the length of tt 
visible at 2 miles distance. 
The Platform displays the following light signals: ¥ 
(a) White morse (U) lights, one at each corner, synchronized ® 
simultaneously, with a 5 miles range of visibility. ‘ 
(b) In the event of restricted visibility the Platform souné 
prolonged blast followed by two short blasts on the fogho™ 
In addition to these prescribed signals both the FPSO and the Pet 
burn excess produced gas by flaring. The consequent orange 
flame is visible at a considerable distance. 


(b) At the bow only 
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On 
lee sowing questionnaire to the export tanker via the vessel's Agent, 


Owner OF Charterer: 


2. Indonesian Government r 


gesTRICTIONS: Vessels may berth during daylight hours and unberth 


time (See “Berthing”). 

mum bow to centre line of manifold distance 480 ft. 

: Vessels in the size range 50,000 d.w.t. — 160,000 d.w.t. 
accommodated in the berth, and there is no draft limitation. 
outside this size range may be accommodated, however the 
of operational conditions will be restricted. 


WHF: Following receipt of a nomination for a “named export 
» to load at Anoa Terminal, Amoseas will contact the vessel's 


wy 
Man 


et. Owner or Charterer giving details of: 


) Nomination. 

») Loading API and Temperature (approx.). 

¢) Berthing prospects. : 

receipt of this message and in any case not less than 72 hours 
estimated arrival time at Anoa Terminal, Amoseas will transmit 


Vessel’s name and Summer d.w.t. 

2 ETAin local mean time (G.M.T. + 7 hours). 

3, Last port and next port. ; ; ; 

4, Cargo requirements: Maximum loading rate via 1 x 12in. 

manifold. 

5, Quantity of ballast on board. Type of ballast. (SBT, etc.). 

6. Vessel able to load and deballast simultaneously maintaining 
30% of S.D.W.T. throughout. (N.B. Terminal has no dirty ballast 
facilities). 

7 ne arrival and departure drafts, fore and aft. 

8. Bow to centre manifold distance. 

9, Distance between tanker hose rail and manifold presentation 

flange, port side. 


10. Size of bow fairlead/s. Bow chain stopper or Smit Bracket. 

11. Bow chain stopper or Smit Bracket fitted — details and S.W.L. 

12. Derrick or crane available port side with minimum 10 tons S.W.L. 
13. Vessel has clean Bill of Health, if sickness onboard give details. 
14. IGS operational and all cargo tanks inerted to less than 8% 


oxygen by volume. (Mooring Master will make random check of 
tanks prior to berthing. Failure to comply with this requirement 
will result in berthing delays). 


15. Closed loading procedure can be followed. 
16. Vessel entered in TOVALOP. 
17. Vessel's Owner/Operator has a recognised “Drug and Alcohol 


Control onboard ship” policy in accordance with OCIMF 
“Guidelines for the control of drugs and alcohol onboard ship 
(January 1990)". A copy of the Owner’s/Operator’s policy 
statement is onboard the vessel and the Master and crew 
understand and are guided by such policy. 


18. Date of last dry dock and date of last special survey. 

19. Nationality of officers and crew. 

2. Independent cargo surveyor — if appointed. 

21. Please note, no bunkers, stores or potable water are available at 


the terminal. 

ulations require that Pertamina 
Directorate of Shipping & Telecommunications be appointed 
General Agent for all tankers proceeding to load in Indonesia. 


These questions should be answered as completely as possible and 
ireply transmitted immediately. 

Terminal will not be responsible for berthing delays due to lack of 
nlormation/notification. Delays due to non-compliance with terminal 
‘squiations will be for vessel's account. 

‘moseas Indonesia Communications address: Notification as above 
sould be sent via Telex: 60555 AMOSEA IA or Fax: (062-21) 520 5588. 
slephone: (062-21) 525-7660, 525-7720, 520-7140. 

\aling address: Amoseas Indonesia Inc., Attn. Marine Operations 
dept, Mulia Tower, Suite 1601-1701, JI. Jend. Gatot Subroto Kav 9-11, 
4xarta 12930, P.O. Box 2782, Jakarta 10001, Indonesia. 

_,vessel shall notify Amoseas of ETA 48 hours, 24 hours and again 
2hours prior to the export vessel's arrival at the Terminal and at any 
%er time when ETA changes more than one hour. The 24 hour and 
"12 hour messages should, in addition, be transmitted directly to the 
Moa Natuna” (FPSO). 

*80 Communication Facilities: 


’@) VHF/FM Radio Communications: 

The Terminal maintains a continuous watch on VHF Channel 
16 and Masters of inbound export tankers are recommended to 
use this when they are within range. The Terminal is able to select 
any public VHF channel for use as a working channel after initial 
contact on Channel 16. Attention to VHF communications may 
athe means of avoiding delay in berthing and vessel turn around 

e. 

Masters are reminded that if tankers are requested to anchor 
to await berthing, it is their responsibility to maintain a constant 
listening watch on Channel 16 to receive Terminal instructions. 

Any delay due to a failure to maintain a constant listening watch 

6 on Channel 16 will be for the ship's account. 
) HE/SSB Telex/Voice Communications: 

The “Anoa Natuna” also maintains a continuous watch on the 
following HF/SSB frequencies: 

Watch: 13,525 kHz. Working: 5,910 kHz. 

tc ; 2,182 kHz. 4,492 kHz. 
) Satellite Telex/Voice Communications: 

Vessels, Owner or Charterer may contact Amoseas Jakarta 

Office by telecommunications satellite using international dialling 
i) _ 062-21 (380-5655). 

€rtamina Control Radio Station: 

In the event that incoming tankers are unable to contact Anoa 
Bes ine Terminal on the foregoing VHF/FM frequencies or HF/ 

8, Masters should request Jakarta Radio to relay the 
telephone information to Amoseas Indonesia by telex or 


INDONESIA 
Details of Jakarta Radio: 
Name: Jakarta Radio 
Call Sign PKX — 2 
Operated by Pertamina 
Nature: CR 
Tax: 50 Centimes 
Geographical Position: 06° 30’ 00” S. 
106° 50’ 00” E. 
Calling Working Working 
Frequency Frequency Power Class Hours 
(kHz) (KHz) (kW) (GMT) 
500 452 1.0 Al H 24 
8363.2-8364.8 8626.0 1.0 Al 0200-0400 
8372.8-8373.6 0500-0600 
0700—0800 
1000—1200 
1400—1600 
1700-2000 
12544.8—12547.2 12980.0 1.0 Al 0000-0200 
12599.2—12560.4 0400-0500 
0800—1000 
1200—1400 
1600—1700 
2000-2200 
4131.2-4425.6 4425.6 1.0 A3A/A3J 0500-0600 
1600—1800 
2200-2400 
6206.2 6512.6 1.0 A3A/A3J 0000-0100 
0300-0400 
0600-0700 
1200—1400 
1800—2000 
8235.3 8759.2 1.0 A3A/A3J 0100-0300 
0400-0500 
0700-0800 
1100—1200 
1500—1600 


When the export tanker is at the anchorage, communication between 
the FPSO and the export tanker will be established on a mutually agreed 
VHF channel. 

When moored to the FPSO, communication between the two vessels 
will be maintained by VHF equipment, supplimented as necessary by 
UHF walkie talkies. 


ARRIVAL PROCEDURES: Lifting vessels will normally be accepted and 
berthed in chronological order of arrival, provided such vessels have 
current nomination for cargo valid at the time of tender, carry clean 
ballast, if any, and have cargo tanks in a fit condition to receive cargo. 
Also, they must be in all respects properly equipped, manned and ready 
to moor. Should berthing be delayed on account of bad weather, vessels 
will keep their position in line. 
(a) Hours of Operation: 


(b) 


(c 


~ 


The Anoa Marine Terminal will operate 24 hours a day, 7 days 
a week. Tankers will normally be berthed during daylight hours, 
weather and other circumstancees permitting. In ial 
circumstances and at the sole discretion of the FPSO 
Superintendent, night berthing may be allowed if all conditions 
are favourable. Unmooring will be carried out at any hour. 

The company will make every effort to moor offtaking vessels 
upon arrival in daylight, weather permitting. 

Notice of Readiness: 

Arrival time will be considered as the time when the Mooring 
Master boards the vessel, or the time the vessel arrives in the 
deep water anchorage, if not berthing immediately. 

The Mooring Master will act on behalf of the Company to sign 
acknowledgement of tanker’s Notice of Readiness. Notice of 
Readiness shall be in English. 

Notice of Readiness will be accepted between the hours of 
0600 and 1630 (L.M.T.) provided the Mooring Master is satisfied 
that the export vessel is apparently in all respects ready to moor 
and load. Notice of Readiness will not be accepted during a period 
when the port is closed on account of adverse weather, or when 
an export vessel arrives prior to, or after firm 3 days date range 
in which it is accepted to load. 

The foregoing paragraph notwithstanding, in no event shall a 
Notice of Readiness, whether previously accepted or not, be valid 
or binding on the Terminal unless and until such time as the export 
vessel, her tanks and equipment, are in fact, in every respect 
whatsoever in the proper condition and operational status to 
receive the cargo. 

Bad Weather Interruption of Loading/Berthing: 

Vessel required to leave the Terminal area on account of bad 
weather should keep in contact with the Terminal via VHF and 
or Radio Telephone in order that they may be available when the 
weather is fit for resumption of operations. Amoseas reserve the 
right to berth and load vessels out of turn following the return of 
good weather. 

Amoseas reserves the right to decline to moor a specific vessel 
if its condition or facilities are unsafe for mooring or loading even 
though the Terminal may be open to other vessels. 

Should a vessel be rejected for any reason the Terminal will 
supply the vessel and Owners/Charterers with written reasons 
for non-acceptance. 

The decision of the FPSO Superintendent to permit a vessel 
to berth shall be final. On receipt of such permission, berthing 
will be at the discretion of the vessel's Master in agreement with 
the Company Mooring Master. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng 


TUGS: Mooring Launches: The Terminal maintains boats to assist in 
mooring and unmooring vessels. These boats are directed by the 
Mooring Master, to whom requests by the lifting vessel for action or 
assistance must be directed. Services and facilities provided by the 
Company including the services of the Mooring Master, riggers, boats 
or berthing equipment, are at the vessel's risk. 

BERTHING: Design Export Tanker Operational Conditions: The Anoa 
Natuna Marine Terminal is an open unsheltered mooring. On occasions 
there may be circumstances or a combination of circumstances which 
may preclude mooring and/or loading/deballasting operations. In these 
circumstances good judgement should be exercised by the Master, 
under the Mooring Master's advice, as to precise actions to take (See 
“Port Conditions” below). 

With respect to export tanker operations, the FPSO and mooring 

system is designed for the following operational condition limits: 

(a) Mooring Operational Limit: The FPSO and mooring system is 
designed to enable the export tanker to moor to the FPSO under 
the following conditions: 

Wave: Significant height of 1.5 m. 
Wind: Up to 25 knots. 

(b) Offloading Operational Limit: The FPSO and mooring system is 
designed to enable the FPSO to continue offloading to a moored 
export tanker under the following conditions: 

Wave: Significant height of 3.0 m. 

Wind: Up to 35 knots. 
Port Conditions: The following table indicates outline conditions covering 
status of the Terminal. These regulations apply to vessels in the size 
range 50,000 d.w.t. to 160,000 d.w.t. The Terminal may handle vessels 
outside this size range but the operational envelope will be limited. 


Condition 
Wind _ Significant 
Speed Wave Height 
Knots m. 

< 20 < 1.5 

20-35 1.5-3.0 


>35 > 3.0 


(At Mooring Master/ 
FPSO Superintendent 
discretion) 


and/or 


“Berthing operations for selected vessels only. 


(a) Calm: Extreme still conditions with no surface air movement 
which may allow the accumulation cf hydrocarbon vapours at 
deck level. Port will close temporarily. Export tanker may berth 
(or remain in the berth if already berthed). Cargo and ballast 
operations will cease. 
Lightening: In some rain squall conditions severe lightening is 
experienced. Port will close temporarily. Export tanker may 
remain in the berth (or undertake berthing operations). All cargo 
and ballast operations will cease. 
Darkness: Port will normally be closed from 1630 hrs. LMT until 
0600 hrs. LMT (during the hours of darkness). Export tankers 
already in the berth by 1630 hrs. LMT continue operations and 
may also unberth at night. 
MOORING: Mooring Equipment: Vessel must be equipped with correct 
mooring equipment relevant to its size as recommended in the “OCIMF 
Standards of Equipment Employed in the Mooring of Ships at a Single 
Point Mooring”. The minimum dimensions of the centre bow fairlead/s 
is/are 600 mm. wide and 450 mm. deep, in order to accommodate the 
chafe chain/s. 
ANOA TERMINAL STANDARD FOR MOORING EQUIPMENT IS: 
BOW CHAIN STOPPER/S. AS OUTLINED IN THE OCIMF 
PUBLICATION “RECOMMENDATIONS FOR EQUIPMENT 
EMPLOYED IN THE MOORING OF SHIPS AT SINGLE POINT 
MOORINGS”. 2ND EDITION 1988. 
VESSELS NOT FITTED WITH BOW CHAIN STOPPER/S WILL BE 
CONSIDERED "UNSAFE" FOR 'NORMAL MOORING OPERATIONS’. 
Vessels which, in the Mooring Master's opinion, do not have a suitable 
method of attaching the mooring, will be refused permission to berth. 
Should bitts have to be utilised, or should the bow stopper/Smit Bracket 
be located at such distance from the fairlead that they are unusable, 
rope snotters of 14 in. circumference and 15 m. long will be utilised. This 
is not considered a normal mooring operation and vessels requiring this 
mooring technique will not be considered suitable for subsequent 
operations at Anoa Terminal. 
Mooring Operations: 

(a) The Mooring Master will board incoming tankers at the anchorage 
area or other agreed location. The Mooring Master will advise the 
ship's Master on approach to the FPSO, mooring and unmooring, 
connecting and disconnecting hoses, and all other operations 
within the Terminal area, including all manoeuvring of the tanker. 
The Master must be on the bridge at all times while the tanker is 
being manoeuvered. 

The services of a Mooring Master are provided upon the express 
understanding and conditions that when any Mooring Master 
furnished by the Company goes aboard a tanker for the purpose 
of assisting such tanker, he becomes for such purposes the 
servant of the Owners of the vessel, and the Company shall not 
be liable for any damage or injury which may result from the 
advice or assistance given or made by such Mooring Master while 
aboard or in the vicinity of such vessel. 

Support vessels assist in mooring tankers. These are under the 
direct control and supervision of the Mooring Master. Any service 
and/or facilities provided by the Company including, but not 
limited to, the services of Mooring Master, support vessels and 
their crews, or mooring and loading equipment, are at the vessel's 
risk. The furnishing of a Mooring Master, support vessels or other 
services and facilities, shall not be construed to be, or give rise 
to, a personal contract. 
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(b) 


(c) 


(b 


— 


(c) 


(d) Tankers due for mooring must have a pilot ladder or hoist seq, 

rigged on the side requested by the Mooring Master. \V 
a freeboard of more than 30 ft. shall have an accommes 
ladder rigged so that the lower platform is not more thay. 
above the water level with a short pilot ladder rigged fo, x 
to the platform. Upon the approach of the Mooring Master, 
support vessel, the tanker must provide a good lee 
appropriate side. Tanker shall also have the port derrick ». 
and crew on deck standing by. % 
The Mooring Master and his assistants (Assistant Mooring Nes 
plus 2 riggers, who will advise the tanker crew during 
and hose connection), will normally board tankers from 5 
support vessel which also serves as a stand-by Safety », 
throughout the loading operation. Immediately the Mg 
Master and his assistant have boarded, the support vesgs, 
proceed to the portside derrick area of the tanker where mo, 
and hose connection equipment will be lifted aboard 
crew must be available on deck to transfer the mooring equip. 
from the derrick area to the forecastle. 

The following equipment, provided by the export tanker, » 

be ready for use when the Mooring Master boards: 

On the forecastle head: 

(1) 1 buoyant mooring rope of 10 in. circumference, 

(2) ng pemaeet lines of minimum 3 in. circumfereng 


(e) 


(3) A selection of shackles, wire strops and tools (sky 
hammer, crowbar, etc.). 

On the poop deck: 

(1) 2 messenger lines of minimum 3 in. circumference. 

(2) 1 buoyant mooring rope of 10 in. circumference, 
(f) When the approach to the terminal commences, support vem 

will be in attendance to assist if necessary. 

(g) Approach to the FPSO involves manoeuvring at close quay 
to the FPSO. It is therefore imperative that all measures are tw 
to ensure that there is no loss of power or steering during te 
manoeuvres. Mooring Master will test export tanker engy 
ahead and astern and full port to starboard rudder mover 
before commencing his approach run. 
A mooring boat will be situated near the stern of the FPSO a» 
end of the pick-up rope. The pick-up rope is secured to a 54m 
76 mm. combination chafe chain, which in turn is secured to) 
main mooring, a 19 in. circumference nylon grommet connes 
to a 76 mm. chafing chain at the FPSO stern. 
During the approach of the tanker towards the stern of the FP 
the ship's crew, under the advice of the Mooring Maste' + 
prepare the forecastle for the mooring operation. This will inds 
passing one or two messenger ropes a the centre ty 
fairlead, or other fairleads designated by the Mooring Masters 
lowering the end to sea level; the mooring attachment wil # 
be prepared. 
Upon the close approach of the tankers bow, the mooring te 
manoeuvres alongside and attaches the mooring pick-up ro! 
the ship’s messenger line. The tanker will then heave ut 
messenger and pick-up rope, carefully picking up the slad: 
the tanker approaches the stern of the FPSO. 
The pick-up rope should be continually hove in as the ta 
nears the FPSO stern. The distance between the vessels wi! 
continuously relayed to the Mooring Master on the bridge tv 
the forecastle and by the support vessel and mooring boat. Wr 
the pick-up rope has been brought inboard through the faire 
it may be necessary to adjust the direction of pull and assis\® 
chafing chain through the fairlead. Action required by the tan’ 
crew in this respect will be advised by the Mooring Master 
When the chain is inboard, depending upon the metho! 
attachment available, the connection will be made. 
On completion of the mooring operation the support vesse F 
be secured to the stern of the tanker, using its towline, to pret 
the tanker from coming into contact with the FPSO. Unti® 
support vessel is secured it may be necessary to use the tan’ 
engine for this purpose. Once the support vessel is secured 
Mooring Master will then advise “Finished with Engines”. Eng 
must be maintained in a constant state of readiness and #* 
time during the tanker's stay at the Terminal may the engines? 
immobilised. 
Finally, emergency towing wires should be rigged, one 0°" 
starboard bow and one on the starboard quarter. These * 
must be maintained with the eye 1.0 m. from the waterine ® 
“no slack on deck”. 
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BALLAST: Deballasting: Vessels must arrive at the Terminal witho® 
ballast and be able to deballast concurrently with loading, mainia™ 
30% of the vessel's S.D.W.T. throughout the operation. 4 
Vessels unable to comply with this requirement will be permite’ 
load part cargo, then to deballast while loading operations ’ 
suspended and to complete loading on completion of deballés 
Vessels will be allowed 6 hours to complete the deballasting 
Prolonged deballasting will necessitate either removal from the 
or the commencement of loading. The Terminal will not be respos" 
for any free water or deadfreight. . 
Inert Gas System: All vessels must be equipped with an Inet & 
System conforming to the SOLAS Regulations. This must be In 
throughout the vessel's operations at Anoa Natuna Terminal, wih 
inerted and maintained under positive pressure. Vessel’s cre¥ 
ensure that the correct atmosphere is maintained with oxygen 
at no time to exceed 8% by volume in any cargo or slop tank. 
The Terminal will make random checks to establish the o 
the tanks on arrival and throughout the operation. In the event of 
of the system or, when tank atmospheres depart from industry 
limits, the vessel will be removed from the berth. 
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gales! Operations: ; aA 
There are no ballast or slop reception facilities at Anoa Natuna 
(a) ne Terminal, therefore all vessels must arrive with clean 
pallast suitable for discharging directly to sea in accordance with 
standards set by International Conventions. Vessels arriving 
wih ballast unsuitable for discharge to sea will be rejected for 
ing. Any tanker rejected because of contaminated ballast or 
llution will automatically invalidate her Notice of Readiness 
and will lose any priority of loading. Vessels discharging 
contaminated ballast overboard will be subject to the anti-pollution 
jaws of Indonesia. ; ; zie 

») Vessels arriving at Anoa Natuna Marine Terminal should maintain 

of Summer d.w.t. to ensure safe handling and 
manoeuverability in the prevailing weather and sea conditions 
and in accordance with the good practice of seamanship. 
Propellers should be immersed. 

ic) Whenever possible, loading procedures should be so arranged 
as to allow for concurrent deballasting and loading operations, 

ovided that at least a 2 valve separation can be maintained. 
Permanent ballast should not be discharged before the vessel 
has loaded at least the equivalent amount of cargo. 

i) The Mooring Master or his assistant may accompany the 
independent Cargo Surveyor in witnessing the tank inspection 
prior to loading, but will not sign certificates attesting to the 
emptiness or cleanliness of tanks for loading. The ullaging of the 
slop tank and determination of oil content will also be witnessed. 

PENALTIES FOR POLLUTION ARE HARSH. 
\OADING: Hose Connecting Equipment: Vessel to be equipped with 
oading manifold in accordance with the “OCIMF Standards for Ships 
ventolds”. Flange to be prepared to accept a single 12 in. 150 lbs ASA 
snnection. Derrick and rigging to be certified not less than 10 tons SWL. 
4ose connection will normally be accomplished on the port side. 
wading Rates: Terminal can provide an average loading rate of 
#,000 b.p.h. through one 12 in. hose. Vessels which cannot accept this 
cading rate will be rejected. 
Hose Connection: 

(a) Upon completion of the mooring operation, the loading hose will 
be connected to the tanker’s port manifold which must be 
prepared to accept 1x12 in. 150 ASA flange prior to berthing. 
Hose connection will be made by the ship's crew, assisted by the 
2 Amoseas riggers, under the supervision of a responsible deck 
officer. The Mooring Master's Assistant will advise on the correct 
procedures to be adopted. 

(b) Depending on the freeboard of the tanker, the weight of the hose 
string to be lifted could approach 10 tonnes. All tankers calling at 
Anoa Natuna Marine Terminal must have their port derrick rigged 
to lift at least 10 tons. 

(c) The mooring boat will tow the tanker end of the hose to a position 
below the manifold area and connect the ship's cargo runner to 
the 'Hose Pick-up Chain’. The hose will then be lifted to a position 
above the main deck so that the ‘Hang-Off Chain’ can be made 
fast to the hose bitts using a snubbing chain, such that the hose 
flange will closely align with the required manifold flange. The 
hose end will then be lowered to the deck for the blind flange to 
be removed. The hose flange will normally be connected to the 
manifold by a quick release Camlock coupling. 

(d) When the hose is connected, the length between the manifold 
and rail will be supported by a nylon sling to ensure that there is 
no undue strain on any part of the manifold or hose string. 

py b parr 

(a) On satisfactory completion of the pre-loading transfer conference 
and Safety Check List as agreed by the Amoseas Mooring Master 
and the export tanker officer in charge, the vessel will be declared 
ready to load, and all the necessary valves will be opened, the 
hose end butterfly valve will be opened and the Mooring Master 
will instruct the Terminal to commence loading at a slow rate. 
The rate will not be increased until the tanker has confirmed that 
the hose connection is tight, that cargo is being received in the 
selected tanks only and that no leakage is taking place through 
the sea valves. Thereafter, the loading rate will be increased, on 
request by the export tanker, to a maximum of 25,000 b.h.p. 

0) Throughout the loading, a responsible deck officer must be in 
charge of operations, either on deck, or in the cargo control-room 
and in continuous contact with the FPSO and Mooring Master 
via walkie-talkie radio. In addition, an efficient deck watch in 
Eo cae contact with cargo control-room must be maintained at 

imes. 

Additionally, one Amoseas employee will be stationed on the 
forecastie at all times to observe and report on the mooring 
Condition, i.e. the state of the mooring and the distance and 
attitude of the Tanker to the FPSO. The Mooring Hawser is fitted 
with a load monitor and mooring weight is continuously monitored 
on the FPSO. 

() At any time during loading operations, the rates can be reduced 
on request. Except in an emergency, 10 minutes notice should 
be given to the Terminal when rate reduction is required. As in 
normal tanker practice, valves must not be closed against the oil 

without permission from the Terminal. 

lf, for any reason, radio communication between the Tanker 
and the Terminal is lost, the Terminal will stop the loading until 
communication is re-established. 

In the absence of radio contact, oil flow can also be stopped 

Sounding the Emergency Flow Stop Signal, consisting of 

¢ Continuous short blasts on the ship's whistle. 
volume of oil loaded is accurately available at all times from 
€ Terminal, and periodic comparisons should be made between 

(e anker and Terminal. 

The question of ship or Terminal responsibility to stop cargo on 
ding the required quantity will be discussed and agreed before 


loading commences, during the Pre-Transfer Conference. 
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Request for the Terminal to stop the flow of cargo at a pre-determined 

tonnage must be in writing. The request must include the statement by 
the ship's Master that the Company will not be held responsible for any 
error, and that in the case of the vessel being overloaded, the excess 
cargo cannot be pumped back to the FPSO. 
Hose Disconnection: On completion of loading, and when the tanker is 
informed by FPSO Control that all flow has ceased, the hose-end 
butterfly valve will be closed first, followed by the ship's manifold valve. 
Once the spool piece has been drained, the hose can be disconnected 
from the manifold (sufficient drip tray volume must be available to contain 
any oil remaining in the spool pieces and reducer), and the blind flange 
will be replaced on the hose. The weight of the hose will be taken on 
the derrick and pick-up chain, to allow the snubbing chain to be released 
from the hose bitts. The hose will then be lowered to the water. 


Cargo Documentation and Inspection: 

(a) Documents such as Bills of Lading, Quality Certificate, Quantity 
Certificate, Time/Loading Report, Certificate of Origin, Cargo 
Manifest and Master's Receipt for Documents/Samples etc. are 
prepared at Anoa Natuna Marine Terminal. When the tanker has 
been loaded, the documents will be completed and taken aboard 
the tanker for the Master's signature. Signing of these documents 
by the Master will take place at the same time as final departure 
clearance formalities are being carried out. 

Immediately upon completion of loading, the official Bill of Lading 
quantity will be relayed to the Mooring Master by radio. In the 
event of a dispute, the vessel will be requested to recheck the 
measurement and calculations of the quantity, the Mooring 
Master will witness such measurement and calculations. After 
both ship and shore figures have been verified, should an 
appreciable difference still exist, receipt of a Letter of Protest will 
be acknowledged by the Mooring Master. 

(c) Notes of Protest if any, should be handed to the Mooring Master 
for further delivery to Amoseas Indonesia Inc. Please note that 
the Mooring Master will acknowledge receipt of the Note of 
Protest only, and is not authorised to signify acceptance of such 
letters. 

From time to time Owners, Charterers, Consignees, or other 
interested parties may appoint a third party oil inspector to survey 
the loading operation on their behalf. Any delays caused by such 
survey/s shall be considered “vessel delays”. 
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DEPARTURE: Departure Procedures: 

(a) Immediately after the loading hose is disconnected, unmooring 
of the vessel will commence, The support vessel at the stern of 
the tanker will be released but will remain on location to assist. 
On advise from the Mooring Master, the mooring hawser will be 
heaved in by the tanker and the mooring connection broken. In 
some cases it may be necessary to briefly ring the engines ahead 
to relieve the weight on the mooring. As soon as the mooring is 
released, the engines will be rung astern and the vessel will back 
away from the FPSO. During the move astern, the mooring 
hawser will be lowered into the water by easing back on the pick- 
up rope. 

(b) When the vessel is safely clear of the FPSO, the Anoa Natuna 
Terminal mooring equipment will be taken from the forecastle to 
the port derrick to be transferred to the support craft together with 
the hose connection equipment. 

(c) Any remaining cargo calculations and paperwork will be 
completed before the vessel sails. When such paperwork has 
been completed, the vessel will make a good lee to disembark 
Terminal Personnel and Government Officials. Upon 
disembarkation of all such personnel, the vessel must clear the 
terminal area as directed by the Mooring Master before his 
departure. 


CUSTOMS: Cigarettes, cigars, tobacco, matches, spirits, wine, beer, 
perfume, arms, ammunition and possibly other items have to be locked 
up under Custom’s seals from time of arrival of ship in port until time of 
leaving territorial waters. Each person is allowed to bring in 200 
cigarettes or the equivalent weight of tobacco or cigars. Special 
allowances are made for the Master under special circumstances. 

After the ship is all secure the Customs Officer will seal the stores. If 
arriving from a foreign port, the Agent will prepare the General Cargo 
Declaration Form stating the cargo on board the tanker and attaching 
appropriate Shipping Documents. If the tanker is arriving from an 
Indonesian port, Form 5-B issued at the last Indonesian port, will be 
retained by the Customs and the Arrival Clearance at Anoa is granted. 
The Harbour Master will submit a Harbour Report form for the Master 
to complete. 


CONSULS: Located in Jakarta. 
TIME: GMT plus 7 hours throughout the year. 


SERVICES/SUPPLIES: 

(1) Should it be necessary to supply divers, a boat, materials, equipment 
or labour, to carry out repair work to enable the vessel to continue 
loading, any costs involved will be charged to the vessel's account at 
rates to be established at that time. These services will only be provided 
in emergencies. 

(2) There are no bunkers, no fresh water, no small boat hire, no shore 
leave nor shore services, and no medical assistance (except in cases 
of emergency) available at the Terminal. Information on port services in 
the area should be obtained from the vessel's agents. 

(3) Crew members cannot leave the vessel at Anoa Terminal except in 
cases of emergency. Even in an emergency it should be noted that 
Seamen's Books may not be valid under local Government Law. A valid 
passport is required. No crew changes will be permitted during the period 
a vessel is in the Terminal area. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng 


WEATHER: 

Weather Pattern: 

(1) Winter — the N.E. Monsoon Season: 
In the Anoa Natuna area, the N.E. Monsoon becomes established 
ae November, although in some years it may not blow regularly 
until December. During this period the wind direction over the open 
sea is predominantly North Easterly and the average force, when 
fully evolved, is about Force 4, South of Latitude 5° N. and Force 5 
to the North of this latitude. 

The winds tend to blow in successive pulsations, periods of 
comparatively fresh winds followed by periods when the wind is less 
strong. At times the wind freshens to Force 6 or 7, while at others 
it does not exceed Force 3. The frequency of Force 7 winds is 
estimated to be about 1% in most of the season, probably reaching 
2% — 3% during December, the month of greatest frequency. 

(2) Summer — the S.W. Monsoon Season: 
From about May to October, winds are predominantly South 
Westerly, mainly Force 3 or 4. Over the open sea, the South 
Westerly winds can reach Force 6 but nearer the coast they are 
weaker and more irregular. During October the winds become 
variable before the onset of the N.E. monsoon. 

Although during the Summer monsoon wind speeds of Force 7 
are rare, squalls, known locally as “Ribut”, in which gale force winds 
may be experienced temporarily are fairly common. The most 
dangerous type is the arch squall which is preceded by clouds rising 
from the horizon in the form of an arch, heavy rain is usual when 
the arch is passing overhead. 

Currents: The surface currents of the Natuna Sea in the Anoa area are 
wind generated, currents therefore will be in the direction of the prevailing 
monsoon. These currents will generally exceed one knot and on 
occasions exceed 2 knots. 

Typhoons: The Natuna Sea area is not normally affected by ‘typhoons’. 
Tidal Streams: Tidal streams can be expected to reach 1.5 knots during 
spring tides. 

Relative Humidity: This is high over the area for most of the year, 
averaging about 90% — 95% in all months at 0700 hrs. and falling to 
about 70% — 74% by 1300 hrs. 

Temperature: The average air temperature is high throughout the year. 
April is the warmest month with a mean daily air temperature of about 
88°F. January is the coolest month with a mean daily temperature of 
86°F. 


The average sea temperature typically lags 1 to 2 months behind the 
air tempurature with warmest mean temperatures in June/July of 85°F 
and coolest mean temperatures in January of 65°F. 

Fog and Visibility: Fog is rare throughout the area, however during rain 
squalls visibility can be extremely limited. 

Rainfall: Average annual rainfall in the Anoa area is about 100 in. Rainfall 
is most abundant from about October to January, i.e. at the onset and 
in the early part of the N.E. Monsoon, however thunderstorms and heavy 
rain squalls occur frequently throughout the S.W. Monsoon. 


GENERAL: 

Vessels Operations: Operations will be conducted in accordance with 
ISGOTT (latest edition) guidelines. Vessels loading at Anoa Terminal 
must be in compliance with the latest SOLAS and MARPOL conventions 
and protocols. Vessels found to be deficient or substandard in any safety 
or pollution control requirement will not be berthed or if already berthed 
will not be loaded. 

The vessel Owner or Bareboat Charterer is to be a party to TOVALOP 
and have insurance covering the liabilities under the International 
Convention of Civil Liabilities for Oil Pollution Damage 1978 (C.L.C.). 

The cargo to be loaded will be covered by CRISTAL, and/or the 
International Convention on the Establishment of an International Fund 
for Compensation for Oil Pollution Damage 1971 (1.0.P.C.). 

Tankers are expected to conduct operations using a closed loading 
method. A vessel which is unable to comply with this requirement will 
not be loaded. 

Vessel Owners/Operators must have a recognised “Drug and Alcohol 
control policy”. Such policy should be in accordance with OCIMF 
“Guidelines for the Control of Drugs and Alcohol on board Ship (January 
1990)”. A written copy of the Owners/Operators policy statement must 
be onboard. The vessel's Master and crew must understand and be 
guided by such policy. 

Time taken to correct any unsatisfactory condition and/or to bring the 
vessel into an acceptable state to commence or continue loading or 
berthing operations shall not count as used laytime. Any unsatisfactory 
condition not corrected or unable to be corrected will result in the vessel 
being denied berthing and loading facilities. Costs and delays so incurred 
will be for the Charterer/Owner's account. 

Air-Conditioning: Due to the climatic conditions of the area, vessels not 
fitted with a working air-conditioning system pose a threat to the safety 
of loading operations. Only in exceptional circumstances, when a vessel 
has demonstrated its ability to comply with all conditions of the |ISGOTT 
ae Check List, will a vessel without air-conditioning be accepted for 
loading. 

Crew: Vessel's crew must be qualified to the requirements of the 
International Convention on Standards of Training, Certification and 
Watchkeeping for Seafarers 1978. If any infringement of safety 
regulations or the inability of ship's crew to operate safely and efficiently 
is noticed then the vessel will be removed from the berth. 
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Certification of Deratisation and General Cleanliness: Vessel to 
possession of a valid Derat Certificate and other deinfestation ‘ 
as appropriate. Should the vessel be infested with rats, vermin ¢, 
insects which could be a threat to the health or well being of Te. 
personnel then the vessel will not be accepted. ’ 
Indonesia Flag: The national flag of the Republic of Indonesia Shel 
prominently displayed by the vessel at all times whilst at the Anoa Na, 
Marine Terminal. 

Indonesian Government Regulations: 

Masters are informed that the following Indonesian Govern, 
Regulations are strictly enforced. 

In accordance with practice in Indonesian Ports, 
Immigration, Pilot and Call Sign flags must be displayed by ali 
approaching Anoa Natuna Marine Terminal. These signals shy. 
displayed continuously until clearance is granted. The signals am 
follows: 

(1) The Quarantine flag ‘Q’. 
(2) The ‘N' flag should be flown until the Immigration Officer boar, 
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ship. 

(3) The ‘G’ flag (request for Pilot) should be flown until the Mo» 
Master boards. As soon as the Mooring Master boards the '¢, 
should be replaced by the ‘H’ flag which signifies that the Py 
aboard. 

During the hours of darkness the appropriate International 
signals should be substituted for the flags. 

(4) During loading the International Code flag ‘B’ shall be displayed 
the top-mast signal halyard during daylight hours. 

During hours of darkness a red light shall be displayed; vise / 
a distance of at least 2 miles and show an unbroken light all any 
the horizon. 


AGENCY: Procedure for Appointing Agent: 
(a) Indonesian Government te aeered require that Peray © 

Directorate of Shipping and Telecommunications be apporm 

General Agent for all tankers proceeding to load in Indones: 

Address: 

Pertamina Directorate of Shipping and Telecommunication, 

Attention: Agency Department 

19th floor, Pertamina Building, 

Jl. Medan Merdeka Timur IA, 

Jakarta, Indonesia. 

Cable address: PTM JKT IA. 

Telex: 44450 and 45348. 

Tel: 343 806, 303 3356, 303 3307, 303 3305. 

For vessels arriving in Indonesian waters, Owners 
Charterers are requested to appoint Pertamina Directorat: 
Shipping and Telecommunication Agency Department ; 
General Agent to attend the vessel at “Anoa Natuna Ma» 
Terminal” by Letter of Appointment. This Letter of Appoinine 
must be sent at least 2 weeks prior to ship's first arrival 
above also applies to vessels which may have changed ty 
name and vessels for whom a Letter of Appointment has ewe 

Owners or Charterers can attach a list of vessels under te 
management/control which are scheduled for operating 
Indonesian waters, in such case the single Letter of Appoinire 
will be valid for all ships named in the Letter. Letter’ 
Appointment have a validity of one year after which they mus? 
renewed. It is vital that the General Agent receives the follow 
information 2 weeks before a vessel's first arrival to enable" 
necessary rmits to be obtained from the Govern 
Directorate General of Sea Communications: 

(1) Name and full address of Owner. 

(2) Name of tanker and call sign. 

(3) Deadweight tonnage, Gross Register Tonnage and Ley 

Overall. 

(4) Flag and Port of Registry. 

(5) Certificate of Registration Number. 

(6) Name of Master. 

(7) Number of Crew. 

(8) ETA at Anoa Natuna Terminal. 

(Lat. 05° 13’ N., Long. 105° 36’ E.). 

(9) Last Port of Call. 
(10) Intended Indonesian Ports of Call. 
(11) Destination after loading. 
(12) Quantity and type of crude oil to be loaded. 
Pertamina Directorate of Shipping and Telecommunicatio’ * 
acknowledge receipt of telex or cable appointment a% * 
request an advance deposit, depending on the size of the ve* 
to cover the Agency and Government Charges. In addition, & 
vessel registered in a country that has no Tax Treaty Agree™ 
with Indonesia, Owner shall make advance payment 
tax (approximately 2.4% x U.S.$5.00 x Cargo loaded long 
for the exported crude (see section (c) (2)). 
List of countries with Tax Treaty status: ; 
Austria, Belgium, Canada, France, Germany, India, 
Netherlands, New Zealand, Sweden, Switzerland and U* 
Kingdom. 
Note: Thailand 50% tax due; Philippines 1.5% tax due. 
(c) Government charges will consist of Port Charges and uy 

Freight Tax. 

(1) Port Charges are in accordance with the Decree of we 
of Communication No. KM 92/Phb/85 dated 1st Apri, 
which normally consist of Pilotage Fee, Towage Fee, 
dues, Tonnage dues, etc. Se 

(2) Outgoing Freight Tax: For a tanker registered in 4 
that has no Tax Treaty with Indonesia, Owners are re? 
to pay the “Outgoing Freight Tax” for the exported @F 
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4) Advance Payment for Agency and Government Charges should 
’ made to: 
y ertamina Agency", Account No. 0089-690 384 020. 
Negara Indonesia, Cabang Gambir, JI. Kebon Sirih 77A, 
rta, Indonesia. Telex: 44450, 45348. 
To facilitate handling preparation, Owners/Charterers are 
required to telex “Pertamina Directorate of Shipping and 
munication” advising Telegraphic Transfer (T.T.) 
Number, the name of the vessel for which the T.T. is made and 
indonesian Ports of call. In those instances where advance 
exceeds the actual Port Charges and disbursements, 
the balance will be credited to the Owner's/Charterer's accounts 
or remitted by the agent. Neither Pertamina or Amoseas 
indonesia Inc. will be responsible for demurrage expenses, or 
other charges resulting from failure to pre-arrange obligations in 
this manner. : : ; 
opERATOR: Amoseas Indonesia Inc., Mulia Tower, Suite 1601-1701, 
Gatot Subroto Kav 9-11, Jakarta 12930. Postal Address: P.O.Box 
*sg2, Jakarta 10001, Indonesia. Tel: (062-21) 525-7660, 525-7720, 520- 


“40 Telex: 60555 Amosea IA. FAX: (062-21) 520-5588. 
 spntact! Captain A. Santoso, Operations Coordinator. 
. 

\RDJUNA: 05.54 S. 107.44 E. (See Plan) 


LOCATION: Ardjuna Marine Terminal is an open, unsheltered mooring 
«the Java Sea, about 18.5 miles from the nearest point on the North 
Coast of Java. 
“he Terminal is approximately North 72° East distant 59 nautical miles 
Jakarta. 
ae are 5 standard type single buoy moorings and 1 rigid arm single 
soy mooring situated as follows: 
1. Crude oil storage barge “Arco Ardjuna” SBM (Buoy No. 1). 
Lat. 5° 54’ 15" S., Long. 107° 44’ 22” E. 
2. Crude oil export SBM for tankers loading from “Arco Ardjuna” or 
chartered crude oil storage tanker (Buoy No. 2). 
Lat. 5° 53’ 19” S., Long. 107° 45’ 18” E. 
A chartered crude oil storage tanker “Citra Ayu" SBM (Buoy 
No. 3). 
Lat. 5° 54’ 10.6” S., Long. 107° 43’ 45” E. 
Crude oil export SBM for loading from “Citra Ayu" (Buoy No. 4). 
Lat. 5° 53’ 29” S., Long. 107° 43’ 20” E. 
Liquefied Petroleum Gas Storage Barge “Ardjuna Sakti” rigid- 
arm type SBM. (Buoy No. 5). 
Lat. 5° 53’ 10” S., Long. 107° 44’ 13” E. 
6. Butane SBM for butane export tankers (Buoy No. 6). 
Lat. 5° 52' 19” S., Long. 107° 45’ 18” E. 
THE FOLLOWING ITEMS ARE OF PARTICULAR IMPORTANCE: 
1. No dirty ballast. 
Tankers with dirty ballast will be rejected and will have to tender 
anew Notice of Readiness upon second arrival. 
. No shore leave. 
. No crew changes. 
lf emergency conditions prevail, for humanitarian reasons, 
exceptions to the foregoing may be permitted. All expenses 
incurred will be for ship's account. 
4. No stores available. 
5. No clinic is available. 
6. The laws of Indonesia govern this Terminal and all personnel are 
urged to abide by them. 
7. During daylight hours the Indonesian flag must be flown 
throughout the vessel's stay in port. 
8. Ardjuna time is GMT plus 7 hours throughout the year. 
9. No bunkers are available. 
0. Pertamina Directorate of Shipping and Telecommunications 
_ Jakarta, handles all Agency matters for tankers. 
!. The Unit of Currency is the Indonesian Rupiah. 
The rate of exchange varies from time to time. The Master can 
,, obtain the current exchange rate from the Agent. 
2. There are no Consulates available at Ardjuna Marine Terminal. 
However, there are many Embassies and Consulates 
., Presented in Jakarta 59 nautical miles S.W. of the Terminal. 
3 Language of the port is English and Indonesian. 
- Only authorised personnel or visitors are permitted on the Storage 
pages and/or Export Tanker. 
; No fresh water is available. 
8. No slop tanks are available. 
- The Crude Oil testing laboratory is equipped to perform the 
following tests: 
AP! Gravity, B.S. & W., Pour Point and R.V.P. 
taanatitional tests that may be required will be performed in 
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For convenience, mail for personnel on incoming tankers may be 
Sent to the Jakarta Office of The Company for delivery to the 
‘anker when it arrives at Ardjuna Marine Terminal. Except on an 
> ele basis, spare parts or other material will not be 
DOcuME NTS “7 for delivery to incoming tankers. 


3 copies Crew List. 
3 onies Passenger List. 
3 omles Ships Stores List. 
Pad Crew Personal Effects List. 
Hj ort Crearance. 
. aration. 
Ship's Certificates. 
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The Harbour Master submits a Harbour Report Form for the Master 
to complete. 

The Agent prepares the ship's documents check list form to check 
the validity of each document. These documents are: Certificate of 
Registry, Ship's Construction Certificate, Load Line Certificate, Life 
Safety Equipment Certificate, Safety Radio/Telephone/Telegraph 
Certificate; Cargo Gear Certificate; Derat Certificate or Exemption 
Certificate. This list is then delivered to the Harbour Master with the 
following documents attached: Last Port Clearance, Crew List approved 
by the Immigration Officer and light dues receipt if arriving from another 
Indonesian port. The Harbour Master issues a port clearance at 
departure provided clearance is also granted by the other governmental 
authorities. A Panamanian port clearance for Panamanian flag vessels 
is not required at Ardjuna. 

The Immigration Officer requires 2 copies of the Crew List and will 
check the Ship's Articles and the passports of the crew. When these 
documents are found to be in order, an arrival clearance will be marked 
on the Crew List. 

If arriving from another Indonesian port the Agent will sign a guarantee 
if the vessel cannot prove that light dues have been paid. 

Cargo Documentation: Documents such as Bills of Lading, Quality 
Certificate, Quantity Certificate, Dry Certificate, Ullage Certificate, Time 
Loading Report, Certificate of Origin, Cargo Manifest and Master's 
Receipt for Documents/Samples are prepared at Ardjuna Marine 
Terminal. When the tanker has been loaded, the documents shall be 
completed and be taken aboard the tanker for the Master's signature. 

Signing of these Documents by the Master will take place at the same 
time final departure clearance formalities are being carried out. 

Notes of Protest, if any, should be handed to the Mooring Master for 
further delivery to Atlantic Richfield Indonesia Inc., Jakarta. Please note 
that the Mooring Master will acknowledge receipt of the Note of Protest 
only and is not authorized to accept such letters. 

Departure Procedure: 

Prior to the vessel's departure, the Immigration Official requires 
6 copies of the Crew List to be marked for ‘Departure Immigration 
Clearance’, and duly signed, it will be distributed as follows: 


Master of the vessel 1 copy 
Harbour Master 1 copy 
Customs 1 copy 
Pertamina Agent 1 copy 
Immigration 2 copies 
Total 6 copies 


The Customs Official on duty will issue the Customs 5-B Form which 
serves as Customs Departure Clearance. 

Upon presentation of the Crew List which is signed and marked for 
Departure Immigration Clearance and Customs Clearance, the Harbour 
Master will issue the Port Clearance. 

Final Clearance formalities will be carried out aboard the tanker, either 
at the Export SBM or alongside the storage barge “Ardjuna Sakti” or in 
the Anchorage Area, as circumstances dictate. 

Before leaving the Terminal Area, the Master should advise the 
Terminal, the vessel's ETA at destination through the Mooring Master. 
PILOTAGE: Under normal conditions, if a tanker is scheduled to berth 
upon arrival, the Mooring Master will board such tanker in the vicinity of 
the mooring area. 

Tankers waiting to load shall wait their turn in the recommended 
anchorage area, and shall maintain radio-telephone contact with the 
Terminal using the International Marine Calling and Safety Channel 16 
for Terminal instructions. 

The Mooring Master will act on behalf of the company to sign 
acknowledgement of tankers’ Notice of Readiness. Such notice will not 
be accepted for a time earlier than: 

(a) the Master has received the Mooring Master onboard or 

(b) the tanker shall have dropped anchor within the recommended 

anchorage area, and has advised the Terminal the time of 
anchoring. 

Exception to ta) and (b) will be if the tanker is within the anchorage 
area awaiting arrival of the Mooring Master and has been requested by 
the Terminal not to anchor. 

In this case N.O.R. will be accepted from the time the Terminal 
requested the ship not to anchor. 

The company reserves the right to decline to berth a specific tanker 
if its condition or facilities are unsafe for berthing or loading, even though 
the berth may be open to other tankers. 

The decision of the Atlantic Richfield Indonesia Terminal 
Superintendent or his designated alternate to berth or not to berth a 
vessel shall be final. 

ANCHORAGE: For tankers requested to anchor, the recommended 
anchorage area is an area Northwestward from the Single Buoy 
Moorings enclosed by a line drawn wrt tt the following positions. 

“A” Lat. 5° 51’ S., Long. 107° 45’ E. 

“B" Lat. 5° 51’ S., Long. 107° 47’ E. 

“C” Lat. 5° 50’ S., Long. 107° 47’ E. 

“D” Lat. 5° 50’ S., Long. 107° 45’ E. 

Prior to their arrival Masters of tankers should contact the Terminal 
for instructions concerning anchorage positions. 

Under no circumstances should the export tanker enter the Restricted 
Area around the structures without a Mooring Master aboard. 

The attention of Masters is drawn to the existence of underwater 
pipelines in the Restricted Area (See “Plan’”). 

NAVIGATION AIDS: 

Approaches: Approach information can be obtained by radio from the 
terminal. Under normal weather conditions, if a tanker is scheduled to 
berth upon arrival, the Mooring Master will board such tanker in the 
close vicinity of the mooring area. 

In addition to the single buoy mooring points for export tankers and 
the storage barges, various oil wells and production structures are 
located in the immediate vicinity and the areas extending East, South 
and Westerly from the storage barges which constitute a hazard to 
navigation for mariners. 
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SBMs, storage barges and structures within Ardjuna Marine Terminal 
area display the following visual characteristics: 
Export Single Buoy Moorings (Buoy No. 2, No. 4 and No. 6): A white 
light flashing every second, visibility 5 miles, mounted on the rotating 


deck of each SBM. Buoy No. 4 and No. 6 are fitted with radar reflectors. 


Storage Barges ‘‘Arco Ardjuna’’ and “‘Ardjuna Sakti’ and Chartered 
Vessel: By day, the black ball as required by the Regulations for 
Preventing Collisions at Sea. The 2 =Tee barges at night display the 
lights for tankers at anchor as required by the Regulations for Preventing 
Collisions at Sea and are equipped with automatic fog signals at the 
bow and at the stern. 

Each barge has a bell forward as required by the Collision Regulations 
and gong aft, under the same rules. When visibility is restricted the Fog 
Signals are continuously sounded. The SBM to which the “Citra Ayu” 
is moored, is fitted with a radar reflector and a white light flashing every 
second visibility 5 miles. The chartered storage tanker SBM (SBM No. 1) 
shows a white light flashing every second, visibility 5 miles. 

The SBM to which “Ardjuna Sakti” is moored, shows a white light 

flashing alternately for a 3-second period and a 1-second period every 
12 seconds, visibility 5 miles. 
Crude Oil Production Platforms and Natural Gas Liquids Processing 
Facilities: There are 5 crude oil production platforms, 16 well platforms, 
1 junction platform, 1 natural gas processing facility platform and 
1 quarters platform for the natural gas facility within the Ardjuna Marine 
Terminal area. 

“B” (Bravo) Flow Station, situated approximately 0.5 nautical miles 
South of the “Cempaka Nusantara” Barge. Indicated as BB. 

“E" (Echo) Flow Station, situated 12 nautical miles Eastward of Bravo. 
Indicated as platform EA. 

“K" (Kilo) Flow Station, located 8 nautical miles S.S.W. of Bravo. 
Indicated as platform KA. 

“L" (Lima) Flow Station, situated 15 nautical miles West of Bravo. 
Indicated as platform LA. 

“U” (Uniform) Flow Station, located 13 nautical miles S.S.E. of Bravo. 
Indicated as platform UB. 

“M" (Mike) Flow Station, located 33 nautical miles West of Bravo. 
Indicated as platform MX. 

“F” (Foxtrot) Flow Station, located 28 nautical miles E.S.E. of Bravo. 
Indicated as platform FC. 

“NGL” The natural gas facility and quarters platforms are joined by a 
bridge. Their position is: Lat. 5° 54’ 36” S., Long. 107° 44’ 01” E. 

New Platforms: “BL” in position Lat. 5°52'14’S., 
Long. 107° 41’ 35" E. and “BNA” in position Lat. 5°51’ 23”S., 
Long. 107° 43’ 37” E. 

In addition to the above specified obstructions and navigational aids, 
all platforms display interrupted quick flashing white lights. The storage 
barges, flow stations, LNG facility and quarters platforms will brightly 
illuminate the areas around them at night through the use of lights for 
normal working purposes. 

MAX. SIZE: SBMs No. 2 and No. 4 up to 100,000 d.w.t. and 200,000 
d.w.t. respectively (for crude oil). Max. draft 30.20 m. 

SBM No. 6 up to 50,000 d.w.t. (for butane liquids). Depth of water 

approximately 135 ft. below mean sea level. 


RADIO: Advice of Arrival by Cable or Telex: It is important that incoming 
tankers advise Ardjuna Marine Terminal 72 hours and 48 hours before 
estimated time of arrival, giving the best estimate of ship's arrival at the 
Terminal, via: 

Cable address: ARDJAK, Terminal Section, Jakarta 

Telex number: (073) 60041, 60044, 60048, 60052. 

Time to be used for ETA is “GOLF” Time Zone of GMT plus 7 hours 
throughout the year. 

The first message should also include the following information: 

1. Name of tanker and Radio Call Sign. 

2. Cargo requirements. 

3. De-ballast time. (Note: If a separate/permanent ballast system is 
fitted on board, ability of ship to load crude oil and discharge 
ballast simultaneously must be stated.) 

Maximum loading rate. 

. Arrival draft, forward and aft. 

. Last Port of Call. 

Confirm that vessel has clean Bill of Health. 

If there is any sickness aboard, give whatever information is 
available as to the possible type of sickness. 

9. If cholera inoculation required. If so, number required. 

10. Distance in feet from the bow to tanker’'s loading manifold. 

Further ETA messages should be sent to Ardjuna Marine Terminal 
via above cable address and Telex Number when the tanker is 24 hours 
and 12 hours distant from the Terminal and any other time, if any 
appreciable change occurs in the original ETA or those subsequent 
thereto. 

RADIO COMMUNICATIONS: 
(1) VHF/FM Radio Telephone: (International Marine Calling & Safety 
Channel 16, Freq. 156.800 MHz). 

Masters are recommended to use this system when they arrive within 
radio range of the Ardjuna Marine Terminal, particularly when 
approaching the port. If poor visibility exists the tanker’s approach may 
not be observed. Attention to VHF communications may be the means 
of avoiding delay in berthing. 

During berthing the ship's radio will be under the sole control of the 
Master, and the storage barge radios will be under the sole control of 
the Terminal Marine Superintendent or his assistant. 

Masters are reminded that if tankers are requested to anchor to await 
berthing, it is their responsibility to maintain constant listening watch on 
VHF Channel 16 to receive Terminal instructions. 

Any delay due to failure to maintain a constant listening watch on 
Channel 16 will be for the ship's account, and will not be included in 
Lay Time calculation. 

The Ardjuna Marine Terminal is equipped with VHF/FM Radio 
Telephone Sets and continuous watch is maintained on Channel 16 
(Freq. 156.800 MHz) and Frequency 157.725 MHz. 
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Tankers approaching the Terminal should make initial 
Channel 16. For subsequent inter-ship communications Withe 
Terminal a “Handie Talkie” UHF Radio Freq. 157.725 MHz Will be | 
by the Mooring Master. ‘ 

This frequency will not be used for general purpose, UNIESS cleg, 
is obtained by the Terminal. This is required for safety reasons 

Should all radios on the tanker become inoperative, the ems 
signal i.e. continuous blasts on the ship's whistle will be 
notify the Terminal of the radio failures. Upon hearing this sj N 
a loading tanker the storage barges will immediately stop loading 
Export Tanker until communications have again been establish. 
(2) High Frequency Single Side Band Radio Telephone: 4 0 
message from incoming tankers may be relayed by HF/SSB. 
Richfield Indonesia Inc., located in Jakarta, Indonesia, is inter 
to the Ardjuna Marine Terminal via local communications ’ 
maintain a continuous watch on HF Frequency 7320 kHz (Upper § 
Band A3J Mode, 100 Watts, Vertical Whip Antenna, Call Si 
(3) Pertamina Control Radio Stations — HF/SSB: \n the event ino, 
tankers are not able to contact the Ardjuna Marine Terminaj ont 
foregoing VHF/FM Frequencies, or by HF/SSB, Pertamina main 
coastal radio stations located in Jakarta and Merak. 

Pertamina Jakarta Radio, Call Sign PKI 2 may be contacted oy 
SSB per following frequencies and during the following service hop 


Frequency/kHz Hours/GMT Keep Watch. 
452 0000-2400 500 
8626 0200-0400, 0500-0600, 0700—0800, 8363.2-8364) 
1000—1200, 1400-1500, 1700-2000, 
12980 0000-0200, 0400-0500, 0800—1000, 12544, 8-1256 
1200-1400, 1600-1700, 2000—2200, 12559.2-125% 
4419.4 } 0100-0400, 0700-0900, 1000—1100, 4125.0 & 41%), 
4425.6 1300-1500, 1800-2000 
6512.6 } 0000-0100, 0300-0400, 0600-0700, 6215.5 & 62a) 
6521.9 1200-1400, 1800-2000 
8759.2 0100-0300, 0400-0500, 0700—0800, 
1100-1200, 1500-1600 
VHF 
Ch. 9/16/19 0000—2400 Channel 16 


Pertamina Merak Radio, Call Sign PKQ may be contacted on HFS 
per following frequencies and during the following service hours: 


Frequency/kHz Hours/GMT Keep Watch: 

452/500 0000—1600 500 

8626 0100-0200, 0900—1000, 8363.2-83h! 
1500—1600 8372.8-837%) 

4419.4, 4425.6 0000-0100, 1200-1400 4125.0, 4131! 

6512.6, 6521.9 0200-0300, 0400-0500, 6206.2, 6215! 
0800-0900, 

VHF 

Ch. 9/16/19 0000-2400 Channel 16 


Masters should request the Pertamina Coastal Radio Station tom 
the necessary information to Atlantic Richfield Indonesia Inc., Jaw 
attention “Terminal Section” by telephone number: 737474 (18 lines: 
by Pertamina Internal Telex System number 18 which is the design 
number of Atlantic Richfield Indonesia Inc., Jakarta. 

Also see “General” before first port. 


HEALTH/IMMIGRATION/CUSTOMS: In accordance with practice’ 
Indonesian ports, quarantine, immigration, pilot and call sign flags ™ 
be displayed by all vessels approaching Ardjuna. These signals 
be displayed continuously until clearance is granted. The signals att 
follows: Sunrise to sunset: quarantine flag “Q". Sunset to sunrise: sgt 
lights (red over white). 

The “N” flag should be flown until the Immigration Officer boards® 
ship. The “G” flag (request for Pilot) should be flown until the Moo 
Master boards. The vessel should also fly its call sign. As soon as 
Mooring Master boards, the “G” flag should be replaced by the "H ® 
which signifies that the Pilot is aboard. The tanker may fly the ‘P © 
if it is going to sail within 24 hours. ‘ 

Indonesian Immigration, Customs and Harbour Master Officials * 
board the vessel after arrival to grant clearance. 

Each tanker entering the port of Ardjuna must have requested ® 
been granted Flag Dispensation prior to its arrival. At the same" 
application is made for Provisional Pratique through the Director’ 
Quarantine and, if granted, a cable advice is sent to the Hat 
Authorities. 

Port Health Clearance is issued prior to the tanker's arrival ands® 
valid for departure clearance. 

If Provisional Pratique is not granted a Port Health Officer #!® 
provided. All of the foregoing is arranged through and by the Age™ 

Each Crew member should be in possession of an Intemai® 
Vaccination Card. 

After the tanker is all secured, the Customs Officer will seal the So® 
If arriving from a foreign port, the Agent will prepare the General C# 
Declaration Form stating the cargo onboard the tanker and attac™ 
appropriate shipping documents. If the tanker is arriving bial 
Indonesian port, the 5-B Form issued at the last Indonesian pot ™* 
retained by Customs and the arrival clearance at Ardjuna is 9 


TUGS: There is 1 tug available to assist mooring/unmoonng- he! 
berthing at an SBM 1 mooring launch will be used to pass the #* 
the tanker. , P 

The following mooring launches will be available for running _" 
required, also for transporting Government Officials, Agents and 
authorised personnel to and from the export tanker. 


Name and description Length Rated HP 
(1) Arco Ardjuna V 40 ft. 275 
(2) Chartered boat 600 
(3) Chartered boat 1,200 
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<epMINAL FACILITIES: For Crude Oil Tankers: 
SBMs No. 2 and No. 4 are designed, during reasonable 
Ep ditions, to handle tankers up to 100,000 d.w.t. and 200,000 
ater vely; each SBM is equipped with dual 170 ft./18 in. 
a nce floating braidline mooring ropes with 26 ft. long anti-chafe 
w «fitted, so arranged as to avoid chafe to the mooring ropes while 
igrkers are at the buoy. rnd : 

the crude oil loading hoses are connected to the ship's manifold on 

port side of the Export Tanker. Tankers arriving are requested to 
be the derrick on the port side raised and rigged, ready to lift aboard 
ae Terminal equipment. ; ; ; 
“onde oil tankers are loaded through 2 strings of 16 in. |.D. floating 
soses extending from the Export SBMs No. 2 and No. 4, connected to 
ee tanker's port side manifold at the ends by means of the rail hoses 
4 :2in. LD. All crude oil tankers not having 12 in. hose connection 
gould provide their own reducers in such a way as not to cause any 

in the hose connecting operation. On SBMs No. 2 and No. 4 the 
of the hose strings is 795 ft. . ; 

For crude oil tankers intending to load in the Ardjuna Marine Terminal, 

ee distance from the bow to the loading manifold should not exceed 


. minimum Seah rate at the Ardjuna Marine Terminal for crude 
stankers is 15,000 bbls./p.h.. Any tanker arriving unable to receive 
‘de oll at the above rate may be rejected. Tankers loading crude oil 
athe SBMs No. 2 and No. 4 can accomplish a maximum loading rate 
sapproximately 30,000 bbis./p.h. and 35,000 bbis/p.h. respectively. 
“norder to save time as well as to make the berth available for others, 
ys requested that ships receive crude oil as fast as it can be delivered, 
wh due regard for safety. 

Masters are reminded that for safety reasons, it is advisable to have 
se ship half loaded as quickly as possible. Rate can be reduced for 
opping off tanks. When requested by the ship to stop, cessation of crude 
» fow is almost immediate. 

Sorage Barge “Arco Ardjuna”’: The company marine administrative 
sfces, storage and laboratory for testing crude oil stock are located on 
ward storage barge “Arco Ardjuna”’. 

Overall length of the barge is 467 ft. 10 in. Total crude oil capacity is 
(022,000 gross barrels, for the “Arco Ardjuna” plus approximately 
200,000 gross barrels for the chartered crude oil storage tanker (“Cinta 
Ayu’). 

‘oading of crude oil from the storage barge to the tankers will be 
trough A.O. Smith Positive Displacement Meters, of which there are 
ou, each having a maximum capacity of 12,500 bbls./p.h.. “Arco 
uduna" barge is moored on the SBM No.1, Lat. 5°54’ 15"S., 
long. 107° 44’ 22” E. 

Chartered Crude Oil Storage Tanker: The storage tanker is located at 
noring SBM No.3, the position of which is Lat. 5°54’ 10.6’S., 
long. 107° 43’ 45” E. 

Adjuna crude oil is available from the above storage tanker, by 
tanster through the “Arco Ardjuna” metering system. 
4djuna Crude Specifications: 


API gravity at 60° F 37.0 — 35.0 
Reid Vapour Pressure 6.0 — 10.0 p.s.i.g. 
Sulphur, % Wt. 0.06 — 0.10 
Kinematic, Viscosity 

at 100°F 1.20 — 4.00 cST 
Pour Point, °F 75+ 
Carbon Residue, % Wt. 0.50 — 1.45 
B.S. & W, % Vol. 0.05 — 0.15 
Flash (TCC), °F Below 50 


‘or LPG Refrigerated Vessels: 
Sorage Barge ‘‘Ardjuna Sakti’’: 
\ The LPG storage facility is a prestressed concrete barge, measuring 
461 ft. in length, 136 ft. in width and having a depth of 56.4 ft. 
The barge carries 12 tanks each of which has a capacity of 31,528 
barrels giving a total of 378,336 barrels. 
An average pumping rate of 3,180 cu.m.p.h. (loading) can be 
achieved. The following operating rules have been adopted which 
shall apply to the lifting of products from the “Ardjuna Sakti”. 
Refrigerated LPG vessels will not be considered ready for loading 
at Ardjuna Marine Terminal unless and until all LPG tanks contain 
LPG vapours and are cooled down sufficiently to permit loading of 
products nominated. 
Vessels receiving fully refrigerated products will only be acceptable 
for loading provided they are capable of receiving the products at 
their boiling points at 0.5-2.5 p.s.i.g. Such vessels must have a 
refrigeration system capable of liquefying all vapours coming from 
vessels tanks resulting from loading at an average rate of 
3,180 cu.m.p.h., and including those vapours formed as a result of 
; heat gained by the vessel's tanks. 
Ardjuna Sakti” is equipped with a vapour compressor and 
condensing facilities for liquefying vapours, however, no liability of 
any kind whatsoever, to provide the compressor and or condensing 
facilities for vessels use is accepted. 
vided a vessel has the capabilities described in paragraph (3), 
at the sole discretion of the Terminal Superintendent or his 
designated representative, in the event the vessel has difficulties 
with her refrigeration system, the facilities available on the “Ardjuna 
| May be made available to assist the vessel, provided they 
26 operational. There is no obligation implied or accepted to 
Continue to assist the vessel with chill down, even if assistance is 
commenced. In the event that assistance is requested and is 
Provided all charges and expenses incurred shall be paid for by the 
consignee. Such charges shall include any amount payable in 
Semurrage for all the time that chill down operations causes the 
Yessel to exceed the allowed laytime. The conditions set out in this 
Paragraph (5) for assisting in chill down operations shall apply to 
Purging operations. 
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6. Ardjuna Marine Terminal has no facilities for inerting arriving LPG 
tankers. It is imperative that arriving vessels do not arrive with tanks 
designated to receive product “in air’. Vessels arriving to load LPG 
will not be accepted for loading product if the oxygen in the tanks 
exceeds 8.0 mole per cent. 

7. Loading lines and vapour return lines at the Ardjuna Marine 
Terminal are fitted with quick release Camlock flanges which are 
12 in. ASA 150. Arriving vessels must be able to connect to these 
flanges. The terminal will have a limited number of spool pieces 
and reducers available but will accept no obligation or liability to 
provide them. It is the vessel's responsibility to provide a connection 
suitable to connect with the Camlock flanges described above. 
Failure of the loading vessel to present the required 12 in. ASA 150 
flange for connection will result in rejection of the vessel for loading 
and cancellation of her Notice of Readiness. All costs, charges and 
expenses incurred due to rejection will be for vessel's account. 
Should it be necessary to assist a ship with the use of the terminal 
ship vapour compressor a charge of U.S.$250 will be made for each 
hour or part of an hour that the terminal ship vapour pressure is 
used by the ship. 

8. Venting of product while the vessel is within the Ardjuna Marine 
Terminal is not allowed. Failure to comply with this requirement may 
result in delay or cessation of loading and all costs, expenses or 
losses due to loss of production caused by such failure to comply 
will be for the account of the buyer. 


For Butane Tankers: 

1. Vessels arriving in the Ardjuna Marine Terminal to load Butane Plus 
will be berthed at the SBM No. 6 which is designed, weather permitting, 
to handle tankers up to to 50,000 d.w.t. 

2. Butane Plus tankers are loaded through a 722 ft. long string of 6 in. 
1.D. floating hose extending from the SBM and connected to the tanker’s 
portside manifold. The floating hose is equipped with a 4 in. ANSI 150, 
quick release Camlock flange. Tankers not having a 4 in. manifold 
connection must provide their own reducer to permit the loading. Failure 
to carry out this obligation may result in rejection of the vessel for loading 
and nullification of her Notice of Readiness. All costs, charges and 
expenses incurred therefrom will be for the ship’s account. 

On arrival at the terminal area, butane tankers are required to have 
the port derrick ready to lift the equipment necessary for berthing and 
ane The weight of the loading hose to be lifted is approximately 
1,500 Ibs. 

3. The quantity of Butane Plus delivered will be determined by the 
metering system consisting of 23 in. A.O. Smith Positive Displacement 
Meters. These meters are located on the NGL Plant situated 
approximately 3 miles S.W. of the SBM No. 6. 

4. An arriving Butane Plus tanker will not be accepted for loading 
product if: 

a. Oxygen in the tanks exceeds 8.0 mole per cent. 

b. Vessel is not adequately equipped with boil-off liquefaction unit 
capable of liquefying all vapours coming from vessels tanks 
resulting from loading at the maximum rate of 115 cu.m./hr. 

There is no facility for inerting butane tankers on SBM No. 6, nor is 
there a ship's vapour return line facility. 

Masters of vessels are strongly reminded to ensure that ship's vapour 
compressors are in good running condition. 

Failure to observe such requirement may result in cessation of the 
loading and any delay so caused will be for the ship's account. 

5. Butane Plus tankers intending to load at SBM No. 6 will not be 
accepted if the bow-to-manifold distance exceeds 400 ft. 

6. During the extended loading period of the Butane Plus tanker at the 
SBM No. 6 it is the responsibility of the vessel to ensure that all mooring 
lines and loading hoses are properly tended. 

The Terminal Mooring Masters may at any time request the ship's 
securing lines to be tightened or slacked under the direction of a 
responsible ship's officer. This may be necessary to avoid the ship 
overriding the buoy. Failure to comply with such a request may result 
in cessation of loading and all costs, expenses or losses due to loss of 
production caused by such failure to comply, will be for the account of 
the buyer. See also “Mooring/Unmooring”. 

7. Masters of butane tankers are advised that raising, lowering 
connecting and disconnecting of butane loading hoses as well as other 
labours and duties on shipboard connected with the loading of cargo or 
maintaining mooring lines in a correct manner will be performed BY THE 
SHIP’S CREW DIRECTED BY A RESPONSIBLE OFFICER as required 
by the Mooring Master. Loading of a butane tanker is through one string 
of 6 in. 1.D. loading hose with 150 ASA flange rating. The weight of the 
hose is approximately 2.5 tons. All tankers loading butane at SBM No. 6 
Ardjuna Terminal must be able to connect their manifolds to the 6 in. 
hose. Masters are strongly reminded, that it is the ship's responsibility 
to provide reducers to make the connection, if the ship's manifold isnot 
6 in. 

8. Venting of product while the vessel is within the Ardjuna Marine 
Terminal is not allowed. Failure to comply with this requirement may 
result in delay or cessation of loading and all costs, expenses or losses 
due to loss of production caused by such failure to comply will be for 
the account of the buyer. 


MOORING/LOADING/UNMOORING: The Ardjuna Marine Terminal will 
operate 24 hours a day, 7 days a week. Tankers will normally be berthed 
during daylight hours, weather and other circumstances permitting. In 
special circumstances at the sole discretion of the Company Terminal 
Superintendent night berthing may be allowed if all conditions are 
favourable. Unmooring will be carried out at any hour. 

Tankers to be moored or manoeuvred at the Ardjuna Marine Terminal 
will be boarded by the Company Mooring Master within the anchorage 
area. 

Under normal weather conditions if a tanker is scheduled to berth on 
arrival, the Mooring Master will board such vessel in the close vicinity 
of the mooring area. 
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All such manoeuvring of ships shall be done only in accordance with 
the advice of the Mooring Master, subject to the understanding that in 
all cases and circumstances the Master of the tanker being manoeuvred 
shall remain solely responsible on behalf of his vessel's owners for the 
safety and proper manoeuvring of his vessel. 

The ship’s Master, or one of his designated and qualified deck 
officers, must be on the navigating bridge at all times while the vessel 
is being manoeuvred. 

The Mooring Master will report unsatisfactory conditions to the 
company Terminal Superintendent who may in turn, reject the tanker 
until corrections are fully made. All costs accruing therefrom will be for 
the vessel's account. The services of the Mooring Master are provided 
upon the express understanding and conditions that when any Mooring 
Master provided goes on board a vessel for the purpose of assisting 
such vessel, he becomes for such purpose the servant of the owners 
of the vessel and the company shall not be liable for any damage, or 
injury resulting from any advice, or assistance, or actions directed, or 
made, by such Mooring Master while on, or in the vicinity of the assisted 
vessel. 

The tanker's cargo tanks are to be inspected by the Terminal 
Representative, and if suitable for loading crude oil, a signed notation 
to this effect will be made on the company Dry Certificate. 

The Company Terminal Superintendent, or his designated alternate, 
shall be the sole authority to decide when the port is closed due to 
unsuitable weather conditions preventing normal working operations. 

Various combinations of wind, sea, and tidal conditions also the size, 
length, ballasted trim, and handling qualities of a vessel can affect the 
decision to berth a vessel at Ardjuna Marine Terminal. All these factors 
have to be evaluated before a final berthing decision is made. 

Delays to vessels using Ardjuna Marine Terminal due to the port being 
closed because of bad weather conditions shall not be computed as 
used lay time when compiling vessel's turn around time. 

Request for the terminal to stop the flow of oil at a predetermined 
tonnage must be in writing. The request must include the statement by 
the ship's Master, that the company will not be held responsible for any 
error and that in case of the vessel being overloaded the excess cargo 
cannot be pumped back to the storage barge. The ship's Master will 
also be held responsible for any oil spills caused by this request. 

The ship's Master is responsible to ensure that no communication by 
radio is allowed within the terminal area. 

Unauthorised radio communications will be cause for cessation of all 
operations, except clearing of the berth, and the vessel's Notice of 
Readiness will be immediately nullified. 

The Master of each tanker will be given a copy of the Conditions of 
Use of Port of Ardjuna Marine Terminal which he will be required to sign 
before the vessel proceeds to berth. 

The vessel's personnel are responsible for the safety of the vessel 
and must take all necessary precautions, whether or not so advised by 
the Mooring Master, having in mind the hazards of the operation because 
of the products being handled, weather conditions and any other 
circumstances requiring special care or caution. 

Ships are requested to have a pilot ladder safely and securely rigged, 
seeitd ha immediate use, and long enough to reach the Mooring Master's 
launch. 

A combination of pilot ladder and ship’s accommodation ladder, so 
arranged that the personnel can first use the pilot ladder until part way 
up the vessel's side, and then transfer to the accommodation ladder is 
recommended, especially on very large tankers. A light line should be 
ready to take aboard the Mooring Master's equipment. 

Tankers will provide a broad lee for the Mooring Master both when 
boarding and leaving the ship. Adequate explosion proof lighting at night 
must be provided near the pilot ladder, and manifold connection area. 
During loading overside lighting must be provided in the vicinity of sea 
valves and floating hoses. 

During a tanker’s stay at the Export SBM, emergency towing wires 
shall at all times be hung over the ship's stern on each quarter of the 
vessel. These wires shall be secured on the bollards inboard to enable 
the vessel to be towed away should the need arise. They must be tended 
throughout to keep the eye of the wire not more than 2 ft. above the 
water. 

Before any crude is loaded all ship's scuppers on main decks must 
be plugged and cemented oil tight. Approved mechanical means of 
closing scuppers may be accepted. 

It is absolutely essential that extremely careful supervision be 
exercised by officers of all tankers while loading operations are in 
progress. A responsible ship's officer is required to be on duty 
continuously while the tanker is being loaded. He will be assisted by an 
adequate number of ship's personnel in these operations. 

It is the responsibility of the vessel to ensure that all mooring lines 
are properly tended on loading tankers. The Mooring Master at any time, 
may direct an additional ship’s line to be secured to the buoy and this 
line to be hove up or slackened off under the supervision of a responsible 
ship's officer so as to prevent the vessel overriding the buoy. At al/ times 
sufficient crew must be available to carry out under the supervision of 
a responsible officer, instructions given by the Mooring Master. 

Masters of loading tankers are advised that raising, lowering, 
connecting and disconnecting of oil loading hoses as well as other 
labours and duties on shipboard connected with the loading of cargo or 
maintaining mooring lines in a correct manner will be performed by the 
ship's crew directed by a responsible officer as required by the Mooring 
Master. Loading of crude oil tankers is through 2 12 in. |.D. hoses with 
150 ASA flange rating. The weight of each hose is approximately 
2.5 tons. All tankers loading crude oil at Ardjuna Marine Terminal must 
be able to connect their manifolds to the 12 in. hoses. Masters are 
strongly reminded, it is the ship's responsibility to provide reducers to 
make the connection, if the ship's manifold is not 12 in. 

Preparations for mooring will be advised by the terminal through VHF 
communication prior to tanker's arrival or by the Mooring Master before 
the mooring operation commences. 
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Crude oil tankers are required to have ready: 


1. On the portside: a derrick of at least 5 tons safe working loag, 
and ready to pick up the mooring and hose Connecting geet 


the Mooring Master's launch. 


This derrick subsequently will be used for raising, 
disconnecting and lowering loading hoses and eventually tp 


the mooring and hose connecting gear back to”the 
the tanker sails. 
2. On the forecastle: at least 6 good ship's mooring 


required. Two of them will be used as messenger lines toro 


aboard both terminal mooring lines from the SBM. 
The 4 remaining ship's lines will be laid out 2 and 2 


of the foc’sle deck, eyes about 3.5 m distant from the fai ‘ 


advised by the Mooring Master. When the terminal 


have been hove up and anti-chafe chains have been 
halfway inboard through the fairleads, the eyes of the Ship's 


will be shackled onto the end links of the chain, so 


in the final position of mooring, the tanker is tied to the SBM 


the terminal mooring lines/chains and made fast 
bollards by means of the ship's own lines. This will 
by 2 lengths of wire strops each 30 ft. in length and 


These wires will be provided by the terminal to be used as 
wires. These 2 wire strops will not be used as the perms 


mooring system. 


Their purpose is to hold the ship safely moored in the event ox» 


more of the ship's lines part until the crew can replace such jy 


3. Tanker loading Butane Plus at SBM No. 6 will moor in the g 
manner as crude oil tankers referred to in para. 2 above. 
Bg en LPG tankers will berth alongside the starboard sq 

storage barge “Ardjuna Sakti”. The “Ardjuna Sakti” is seo» 
to a rigid arm single buoy mooring system which allows the 
barge to rotate according to direction of wind and tide. There are 5i~ 


the LP 


Yokohama type rubber fenders aboard the storage barge 
supported on davits. The fenders are lowered to the wat 
berthing operation. Each fender is 6.5 m. in length the d 


fenders is 3.3 m. Line running launches are available to pass the mo» 


lines between the barge and the ship. 


When secured in position the moorings will be as follows: 


5 lines on the forecastle. 
4 lines on the poop. 
2 springs on the maindeck forward leading 


2 springs on the maindeck aft leading forward. 
Each LPG tanker loading at Ardjuna Marine Terminal will be requ 


to provide the above ropes. Where tension winches are 
will only be used if they can be locked in a fixed position 


EQUIPMENT: A ship may be rejected if, upon inspection, it s+ 


properly equipped, or if it is not suitably manned, or tanks 


the cargo, or if in the case of crude oil tankers the ballast is diny 


A vessel is suitably manned if it has a full compleme 


officers and a crew all of whom are in a sober condition, competens 


willing to carry out their duties and orders. 


A ship must be equipped with a good working propulsion unt: 
passed by the appropriate survey society. Inoperative ships or pe 


inoperative ships will be rejected. Should a ship become 
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inoperative: 


partly inoperative while berthed alongside the storage barge “Adu 


Sakti” or while secured to a crude oil export single buoy mooring, t* 


be removed at the ship's expense. 


No repairs to main engines or other essential equipment or machine 


while alongside the storage barge “Ardjuna Sakti” or wh 


an export SBM may be carried out, unless with the permission o!® 


Terminal Superintendent or his designated alternate. 


Crude oil and butane tankers must lift the export hoses from the we 


to connect with the ship's manifold by means of its own 
using its own crew. 


A vessel must have both bow anchors in good working condition. 
bow anchors and anchor cable must be of a size and standard to™ 
either “Lloyds” or “A.B.S.” requirements, even though they may in'® 


be classified by other societies. 
All vessels must have ready on deck suitable stoppe 
synthetic lines and wires used for mooring purposes. 


All vessels must have suitable winches or capstans in good wom 


order. 
Such winches or capstans must have sufficient power 


ship to the position required by the Terminal Mooring Master. Tan 


must have the capacity to heave on the 12 in. and 181 


used to secure them to the export SBMs. Power supply to all ® 


machinery must be maintained throughout the period the s! 
alongside the storage barge “Ardjuna Sakti” or to the 


Failure to comply with this requirement will result in cessation of 
and delay, and expense so caused will be for the ship's account 


To assist in vessel's turn around, ships should have 
gear ready on arrival. Crude oil and butane tankers must h 


boom on the port side raised with the cargo gear rigged and ready be" 


the ship is boarded by the Mooring Master. 


Vessels which may consider the lifting capacity of their ge@ o 
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marginal should strengthen their gear accordingly. A common W# 


do so is to rig a second topping lift on the boom. 


Masters of crude oil tankers are reminded that the hose conne® 


operation will normally be carried out while the ship is de 


The cargo derrick required to raise the hose from the water, : 
have a sufficient length of strong lifting wire rope on the winch dv" 
enable the cargo hook to reach the water and still have adequalé 


of wire left on the drum to ensure safety. 


BALLAST: Owners and Masters are responsible for observa? 
International Convention Laws and Indonesia Government Reguat® 


as 


ballasing 


——— 


concerning pollution of the sea, having particular regard for this a" 


the Java Sea. 


No facilities are available for disposal of dirty ballast. nse { 


responsibility of the ship's Master to see that no oil of any ki 
or spilled overboard from his ship. 


ind is pu 
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me categories of pollution include oily water from bilges, crude 
from previous voyages, or any other matter that may result in 
gsdual : : Pam 
of the sea. Any fines imposed shall be for ship's account. 
Pig soon as practical after arrival, all tankers will be inspected by an 

Ms Marine Terminal Official for dirty ballast. During discharge of 
we ilar inspections will continue. 
pelast nce of oil appears at any of these inspections, the ship will be 
on and will not be accepted again until satisfactory evidence is 
mauced that such ballast was disposed of in a proper manner. If, during 

or during progress of loading, it is revealed that the ship's 

yas are not tight, or that oil is leaking from the ship, the ship may be 
wad or refused further loading. 

vine ship's tanks are found to be leaking, it will not be accepted for 

unless satisfactory evidence of repair duly certified by Lloyd's 

~ ABS. Surveyors, or other recognised Surveyors is submitted. It is 

«. sponsibility of the ship's Master to see that no oil of any kind is 

or spilled overboard from his ship. Drip pans, sand, dispersant 
"- should be used at all times especially when disconnecting hoses in 
‘wer to avoid any spillage of oil overboard. ; ; 

Any tanker rejected because of dirty ballast or sea pollution will 

tically nullify his Notice of Readiness and will lose any priority of 
gestion for loading. ye , : 

tanker must have sufficient ballast for safe handling having due 

to existing weather and sea conditions. Through a careful watch 
vine weather and sea conditions, frequent exchange of information 
setween ship and terminal, and by a knowledge of the behaviour of his 
on ship, a ship's Master may come to the terminal with a minimum 
we ballast and thus lessen any possibility of infringement of sea 
solution regulations. 

in addition to the lights usually displayed, vessels in the moorings 
seharging ballast or loading cargo during darkness will brilliantly 
wminate the sea around the ship, so that any pollution will be 

able. 
Spiers equipped with a separate system of ballast tanks will be 
sowed to discharge ballast, and load oil simultaneously, providing 
sproval is first obtained from the company Terminal Superintendent or 
os alternate. 

Most responsible ship owners have adopted a system of tank cleaning 
sng circulatory methods of transfer of tank washings on shipboard and 
eating these washings with chemicals. 

The result is that no oil is discharged into the sea and the oil separated 
soollected in a slop tank. With the written permission of lifting 
swmpanies, the terminal will load on top of such slops. This system is 
‘ghly recommended to avoid pollution of the Java Sea. 

Masters are required to certify in writing the quantity of slops remaining 
nboard (if any). If they intend to load crude oil on top of the slops, it 
sust be clearly stated. The Mooring Master will confirm the amount 
sated in writing by ullaging and calculating the slops to ensure the 
smount declared is correct. 

Provided agreement is reached on the amount of slops the Mooring 
\aster will confirm the amount of slops on the Dry Certificate. 

Note: Separate “Slop Certificate” signed by Chief Officer and 
Winessed by the Mooring Master is required to substantiate calculation. 

Masters are warned that inspection of ballast is strict. 

f, at any time an overflow of crude oil occurs, loading will be 
uspended immediately and not be resumed until the oil is cleaned up 
id removed from the decks of the vessel and/or from the surface of 
‘esea, and any damage is repaired and no further danger exists. It is 
sessed that during loading operations, the Ardjuna Cargo Controller 
tl immediately slow down the loading rate on receipt of a request for 
wne from the ship's deck officer — in charge of loading. 

Al spillages of oil must be reported immediately to the Ardjuna 
sminal Superintendent, or his alternate, and subsequently a detailed 
‘fort in writing submitted by the Master of the vessel concerned giving 
Atelevant details. 
WEDICAL: First aid is available. 
MESH WATER: No fresh water is available. 
VEL: No bunkers are available. 
YNSULS: There are no consulates available at Ardjuna Terminal. 
“wever, there are many embassies and consulates represented in 
arta about 59 miles S.W. of the Terminal. 
WSTOMS ALLOWANCES: Cigarettes, cigars, tobacco, matches, 
wls, wines, beers, perfume, arms, ammunition and possibly other 
®ns have to be locked up under Customs’ seal from time of arrival of 
Din port until time of leaving territorial waters. Each person is allowed 
Sbring in 200 cigarettes or the equivalent in grams of tobacco or cigars. 
ial allowances are made for the Master under special 
“cumstances. 
*PATRIATION: No crew changes. If emergency conditions prevail, 
umanitarian reasons exceptions to the foregoing may be permitted. 
®xpenses incurred will be for ship's account. 
PORT: Nearest airport at Jakarta. 
: Ardjuna time is GMT plus 7 hours throughout the year. 
RE LEAVE: Not allowed. 
FIRE REGULATIONS: Safety and Fire Regulations will be 
"ely adhered to. 
fre notice “Instructions In Case Of Fire”, and the notice “Safety And 
Regulations” must be posted in prominent positions on board the 
tanker by the Master, or by his designated alternate. 

Safety Check List must be jointly completed by a ship's officer 
*signated by the Master, together with the Terminal Marine Supervisor/ 
thy Ng Master. After completing and signing the Check List both the 
rad Officer and Marine Supervisor/Mooring Master will retain copies. 
ie, Safety and Fire Inspections: It is the duty of the Mooring Master 
4», 2 Periodical inspections on board vessels in respect of any breach 
For &rminal Safety and Fire Regulations. 
wat Purpose he must be allowed free access to all parts of the 
<,..,2t all times and must be accompanied by a responsible ship's 
¥ toassist him in Carrying out such inspections. The Mooring Master 

Se the ship's Master when he wishes to make a safety inspection. 
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It is the responsibility of the ship's Master to ensure that the Mooring 
Master is given every assistance to carry out this duty. 

AGENCY: See “General” before first port. 

OPERATOR: Atlantic Richfield Indonesia Inc. 

Principal Offices: 

Pertamina Head Office: Jalan Medan Merdeka Timur No. 1A, Jakarta, 
Indonesia. 

Atlantic Richfield Indonesia Inc.: The Landmark Centre, Tower B, 
Jalan Jenderal Sudirman Kav 70A No. 1, P.O.Box 1063/JKT, Jakarta 
12910, Indonesia. Tel: 5202121. Telex: 60041, 60044, 60048, 60052. 
Fax: 5202121. Cables: Ardjak Jakarta. 

Atlantic Richfield International Oil and Gas Co., 444 South Flower 
Street, Los Angeles, California 90017, U.S.A. 

Reading & Bates, Offshore Drilling Company, 3800, First Place, Tulsa, 
Oklahoma 74103. 

Natomas International Corporation, Jalan Letjen. M.T. Haryono 58, 
PO Box 2759/JKT, Jakarta, Indonesia. 

Independent Indonesian American Petroleum Company: Division of 
Natomas International Corporation, 601 California Street, San 
Francisco, California 94108. 

Tidewater N.W. Java, Inc.: 1440 Canal Street, Suite 2100, New 
Orleans, La. 70112, U.S.A. 

Warrior Minyak Inc.: 1776 Lincoln St., Suite 80, Denver, Colorado 

80203, U.S.A. 
Nominations: Tanker nominations for liftings of either Ardjuna Crude Oil 
or liquefied natural gas are co-ordinated through Atlantic Richfield 
Company, Los Angeles, California and Atlantic Richfield Indonesia Inc., 
Jakarta. 

All crude oil and liquefied petroleum gas sales, also tanker chartering 
are arranged by the following parties in each of their respective locations. 
Pertamina, Atlantic Richfield Company, Reading and Bates International 
Petroleum Company, Natomas Company, Tide Water N.W. Java Inc. 
and Warrior Minyak Inc. 

Tanker scheduling is co-ordinated for all of the partners through 

Atlantic Richfield Company, Los Angeles, California and arranged 
through Atlantic Richfield Indonesia Inc., Jakarta. 
AUTHORITY: Port of Tanjung Priok Administration, Jalan Palmas No. 1, 
Tanjung Priok, Jakarta, Indonesia. Tel: 491132, 495200. Telex: 49282 
Adpel la. FAX: 495204. Contact: Captain Sanoesi Setrodjijo, Harbour 
Master. Tel: 021-491207, 021-494381. 


BALIKPAPAN: 01.16 S. 116.48 E. 


DOCUMENTS: Upon arrival vessels have to produce the following 
Certificates and Documents, which will remain in the Harbour Master's 
custody until cleared: 

Nationality (Registry) Certificate. 

Seaworthiness Certificate. 

Measurement (Tonnage) Certificate. 

Derat (Exemption) Certificate. 

International Loading Line Certificate and SOLAS Classification (Hull 

and Machinery). 

Safety Construction Certificate. 

Safety Certificate (passengers ships). 

Safety Equipment Certificate (cargo ships). 

Safety Radio and Radiotelephony Certificate (cargo ships). 

Certificate of Approval (ship's radio station). 

Civil Liability Convention Certificate. 

International Oil Pollution Prevention Certificate. 

Health Book or Bill of Health. 

Last Port Clearance. 

10 Crew Lists and Passenger’s Lists. 

2 Stores Lists. 

PILOTAGE: Compulsory pilotage. Application for Pilots can be made 
via Balikpapan pilot station or Radio Station. Vessels arriving by 
night should anchor off the Outer Buoy and give their call sign to 
the Pilot Radio Station (VHF Channel 12). Pilot boards in position 
Lat. 01° 21’ 20” S., Long. 116° 55’ 00” E. Vessels should order a 
Pilot at least 6 hours prior to arrival and when leaving 3 hours 
before departure or if leaving between 0600 hrs. and 1200 hrs. 
Pilot should be ordered before 2000 hrs. on the preceding day. 

APPROACHES: The surrounding land is in general low with few 

conspicuous hill rows as background. Only the high spit on which 

Balikpapan is built can be used as a landmark with the regular cone- 

shaped hill Tokong. 

RESTRICTIONS: Vessels with a draft over 11.5 m. only handled during 

daytime. Vessels with draft of less than 11.5 m. are handled at anytime, 

weather permitting. 

Bar Channel: Length (Buoy No. 1 to Buoy No. 12) 9 miles. Width 150 m. 

Depth 13.0 m. at LW. 

MAX. SIZE: Tankers: Shell normally permit max. LOA of 215 m., draft 

12.0 m. and max. d.w.t. 35,000 tons. Drafts are restricted by the bar 

where the depth below chart datum is 25 ft. 3 in. Minimum keel clearance 

required is 1 ft. 3in. Sailing drafts depending on rise of tide up to a 

max. of 33 ft. salt water. 

HEALTH: Vessels arriving from abroad have to apply well in advance 

from the Department of Health (Quarantine Section) for provisional Free 

Pratique, as said Pratique has to be cabled to the port concerned. The 

provisional Free Pratique is only valid for the port concerned, the next 

port of call must be a First Class Port as no further provisional Free 

Pratique will be issued, unless the vessel sails directly abroad. 

RADIO/VHF: Balikpapan Radio. Call sign “PKN-2” on 500, 448 and 

8437 kHz. and VHF Channels 16, 12 and 14. 
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TUGS: 3 tugs. 870 h.p., 1,700 h.p. and 2,400 h.p. 
Vessels over 100 m. LOA must use 2 tugs. 
BERTHING: 
Jetty No. 0: Length 269 m. Width 21 m. Depth alongside 9.0 m. 
Jetty No. 6: Length 185 m. Width 12 m. Depth alongside 12.0 m. 
Jetty No. 7: Length 235 m. Width 28 m. Depth alongside 12.0 m. 
Jetty No. 7A: Length 175 m. Width 15 m. Depth alongside 10.0 m. 
Also see “Tankers”. 
CRANES: 4~ 15 tons — 25 tons. 
MEDICAL: Hospital facilities available. 


TANKERS: 
Depth Max. Size 
Berth at L.W.S. L.O.A. T. 
(m.) (m.) 
Wharf No. 1 9.0 190 35,000 
Wharf No. 2 12.0 190 35,000 
Wharf No. 3 12.0 165 35,000 
Jetty No. 4 12.0 190 35,000 
Jetty No. 5 12.0 190 35,000 
Jetty No. 5A (inner) 5.0 110 5,000 
Jetty No. 5B (Outer) 13.0 190 35,000 
Jetty No. 5C (Outer) 12.6 190 35,000 
Jetty No. 6/7 12.0-10.0 213 35,000 
Jetty No. 7A 10.0 120 35,000 
Storage Capacity: Tons unless stated. 
Crude 27,000 IDO 4,900 
Naphtha 14,800 HSD 12,870 k/l 
Premium 8,100 MDF 6,045 k/l 
Avtur 7,500 MFO 2,200 k/l 
Kerosene 17,000 Slops 37,400 k/l 
ADO 1,700 Fresh water 4,000 
Loading Rates: 
Crude 1,000 t.p.h. 
LSRW 1,200 t.p.h. 
HSD 400-800 t.p.h 
MDF 500 t.p.h. 
MFO 250 t.p.h. 
Avtur 300-500 t.p.h. 
Kerosene 500-800 t.p.h. 
Premium 300-500 t.p.h. 
Naphtha 1,500 k/\.p.h. 


Loading Arms: 8 in. — 10 in. diameter. 

Hoses: 6 in. — 10 in. diameter. 

STEVEDORES: Working hours: 0700 — 2000 hrs. Monday to Friday. 
0700 — 1500 hrs. Saturdays. Sundays work possible at overtime rates. 
DENSITY: 1012 — 1020. 

FRESH WATER: Available in limited quantity. Rate 10 t.p.h. — 15 t.p.h. 
FUEL: Fuel oil and diesel oil available at Berth No. 1 to No. 5C (except 
No. 5A). Pumping rate 150 t.p.h. — 650 t.p.h. 

PORT SECURITY: Maintained by Port Security Unit (KPLP) and Police 
(KP.3). Crew members should be in possession of a shore-pass issued 
by the Port Authority, accompanied by an identification card when 
leaving or entering the guarded gates of the Port Area. Shore passes 
can be obtained via the Agencies. 

CUSTOMS ALLOWANCES: indonesian currency from vessels arriving 
from overseas must be inspected. Foreign currency may be taken 
ashore. It is recommended that Masters consult the Agents with the 
local prevailing Customs Laws with regard to currency, cigarettes, spirits, 
etc., to prevent unnecessary difficulties and eventually fines. 
AIRPORT: Sepinggan Airport, distance 8 km. 

GENERAL: 

Provisions: Available. 

Current: Flows North/South at up to 3 knots. 

Nature of Bottom: Mud and sand. 

Telephone Numbers: 


Port Administration 22872 
Harbour Master (Secretary) 22096 
Pilot Station 21774 
Perum Pelabuhan 22246 
Port Health Office 21740 


Manager Shipping and 
Telecommunication Pertamina 21953 

DEVELOPMENTS: A coal export terminal for vessels of 80,000 d.w.t. 
is to be built. It will be operated by P.T.Derrnaga Perkasapratama. 
AUTHORITY: Balikpapan Port Administration, JI. Raya Pelabuhan 
No. 1, P.O.Box 35, Balikpapan, East Kalimantan, Indonesia. Tel: 22872. 
Telex: 37105. Cables: Adpel Balikpapan. Contact: Mr. A. Hamid Rai, 
Port Administrator. 


BALONGAN: 06.21 S. 108.23 E. 


PILOTAGE: The Mooring Master boards in the vicinity of the SBMs. 
ANCHORAGES: The anchorage position is 3 miles North of the SBM 
(export) for awaiting pilot, or 1 mile North of the SBM (domestic) for 
awaiting berth. If vessel is not scheduled to berth on arrival, Master will 
be advised by radio and requested to anchor. 
RESTRICTIONS: Berthing and unberthing in daylight hours only. 
MAX. SIZE: 150,000 d.w.t. Max. LOA 290 m. 

Also see “Berthing”. 
RADIO/VHF: Balongan Coastal Radio Station, call sign PKQ-2, on VHF 
Channels 9, 16 and 19. 
TUGS: 3 tugs, 1,200 h.p. — 1,700 h.p. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng, 


BERTHING: 
Depth Size Restricting 
Location/Berth Position at LWS Max. d.w.t. May: 
(m.) 
Offshore . 
SBM Lat. 06°16'17.8"S. 22.0 150,000 a 
Long. 108°27'47.2”E. 
CBM (4 MB Lat. 06°18'58.7"S. 9.0 6,500 ty 
System) Long. 108°24'26.8"E. 
SBM Lat. 06°17'19.0"S. 14.5 36,500 a 
Long. 108°25'20.0’E. 
Inshore 
Jetty Lat. 06°21'39.5"S. 4.0 600 § 
Long. 108°23'26.0"E. 
Jetty Lat. 06°21'35.7"S. 3.8 300 g.r.t. i 


Long. 108°23'23.6"E. 
Shore Storage Tanks: 
Oil Products 


Total Safe Capacity 
Jatibarang Crude Oil 


920,000 Bbis. 


Arimbi Crude Oil 530,000 Bbis. 
Premium 14,290 k/. 
LPG 3,000 cu.m. 
Kerosene 40,075 k/l. 
HSD 16,110 k/. 
IDO 21,075 k/. 
Slop Oil 1,000 k/I. 


Loading/Discharging Rates: 
Average Rates 


Berth Cargo Handled Loading Discharging No, & 
(tons) k/I.p.h. fe 

Offshore 
SBM Crude Oil 1,500 - 2 4 
CBM (4 MB IDO - 75 1a 

System) 
M Premium/ - 600 1a 
Kerosene 

Inshore 
Jetty LPG - 70 2. 
Jetty General Cargo - - - 


Vessels take hose on the port side at the offshore berths. 
Vessels may berth either side alongside at the inshore berths. 
CONSULS: None. 
MEDICAL: Hospital and clinic available. 
FRESH WATER: Available. 
FUEL: Not available. 
AIRPORT: Penggung Airport at Cirebon. 
TIME: GMT plus 7 hours. 
AGENCY: See “General” before first port. 
AUTHORITY: Operator: Pertamina, Pertamina P&T UEP-111, J Pe 
Raya, Klayan, P.O.Box 15, Cirebon, Indonesia. Te/: (0231) 4629, Sf 
5054. Telex: 44451 Pert-Crb. 


BANJARMASIN: 03.18 S. 114.35 E. 


PILOTAGE: Compulsory. Sea pilot boards the vessel in the anchot 
area. 
ANCHORAGE: Vessels anchor in position 03° 38.5’ S., 114° WE 
RESTRICTIONS: The bar is silting excessively and continuous dey 
is necessary to keep the shallowest part at 5.0 m. depth. 
Vessels will proceed when the height of tide enables the ves’ 
pass through the channel. The channel is approximately 20 miles 
and has a depth of 6.0 m. — 8.0 m. 
RADIO: Banjarmasin Radio, call sign “PKG” 
Frequencies: 456 kHz. 
2,080 kHz. 
8,457 kHz. 
VHF: Banjarmasin Radio on VHF Channel 16. 
TUGS: 5215 h.p. — 800 h.p. ; 
BERTHING: The inner harbour is located in position Lat. 03°2° 
Long. 114° 30’ E. 
There is one quay with a length of 200 m. and the depth alongs 
8.0 m. at LWS. 
Storage: There is a godown with an area of 7,500 sq.m. and oF 
storage area of 11,500 sq.m. 
CRANES: 1x25 ton mobile crane. 9 forklifts with capacity 25 0* 
7.5 tons. 
MEDICAL: Medical and hospital facilities available. 
STEVEDORES: Available from the labour pool (U.K.A.). 
FRESH WATER: Fresh water is available alongside the quay. 
FUEL: Not available. 
REPAIRS: Minor repairs only. 
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gaNYUWANGI: 08.13 S. 114.23 E. 


poRT NOW PRACTICALLY CLOSED FOR SHIPS. 
Oe NED FOR BOATS AND FISHING BOATS ONLY). 


J0CUMENTS: Customs and Harbour Master requires: 


Crew List. 
assenger List. 
P Documents. 
Certificate. 
Port Clearance. 
r Report. 
Certificate. 
Certificate. : 
~ertificate of Registry. 
aTAGe: Not necessary because anchorage open. 
RAGE: Position: Lat. 8° 12'S., Long. 114° 23’ 16” E. Depth 
- 30 m. 
tn £: No restrictions, vessels must be anchored outside harbour. 
HEALTH: All vessels boarded by Harbour Quarantine on arrival. 
: None, moved to Meneng Port. 
TGS: 2 tug boats belong to P.T. Jakarta Lloyd, Banyuwangi Branch. 
gERTHING: Distance 500 m. to 750 m. from lighthouse. Anchorage 


only. 
wVEDORES: 6 gangs available. P.T. Jakarta Lloyd, Banyuwangi 

. 1 gang consists of 13 labourers, 1 gang boss, 1 tallyman, 
swine drivers and 1 commander. 
\EDICAL: Arranged by Department of Health. 
sRESH WATER: None available. 
FUEL: None available. 
CONSULS: No local representation. 
REPAIRS: No facilities. 
GANGWAY/DECK WATCHMEN: None available from shore. 
0PENING/CLOSING HATCHES: Arranged by stevedores. 
(USTOMS ALLOWANCES: 50 cigarettes each crew member. Packs 
»tins of tobacco must be open before going ashore. Wine and/or spirits: 
Enough for own use, if more required must pay import duties. 
“ARGO GEAR: Ship’s gear used. Cargo loading on board by lighter. 
REPATRIATION: Not possible. 
TE: GMT plus 7 hours. 
HOLIDAYS: On Sundays and holidays no work carried out, but if 
seoessary, can be arranged. No work when raining. 
P0LICE/FIRE/AMBULANCE: Police and ambulance available. Fire 
ygades belong to District and Paper Mill. Phone Nos. 352, 653, 353 
and 503. 
TELEPHONES: No facilities for placing telephones on board. 
SHORE LEAVE: Allowed. 
DENTIFICATION CARDS: Required. 
DELAYS: Possible during loading if it rains. 
AUTHORITY: Kepala Pelabuhan (Port Administration). 


SANYUWANGI (Port Meneng): 08.07 S. 114.23 E. 
(See Plan) 


»0RT FOR LARGE VESSELS. 


DOCUMENTS: Customs and Harbour Master require: 

Crew List. 

Passenger List. 

Customs Documents. 

Health Certificate. 

Port Clearance. 

Harbour Report. 

Derat Certificate. 

er Certificate. 

ificate of Registry. 

Perfection Certificate, 

*LOTAGE: Compulsory pilotage for vessels over 80 g.r.t. Pilots must 
ordered by respective Agent at least 48 hours in advance of the time 
"8 service is required. 

ACHORAGE: Lat. 8° 12’ 30” S., Long. 114° 23’ 15” E. 

ESTRICTIONS: Mooring and unmooring is restricted to daylight hours 
ni for cargo vessels and tankers. 

WAX. SIZE: Draft alongside quay max. 40 ft. Present quay permits 
7x. LOA of 500 ft. Bar 200 m. East of quay, depth below chart datum 
te f. Max. size 20,000 d.w.t. 

LTH: All vessels boarded by Harbour Quarantine on arrival. 
(0: Name: Meneng Coastal Radio Station. Call sign: PKD 22 with 

“4. 8110 kHz, receiver SSB 5316 kHz. (used by Department of Sea 
-ommunication). 
5 nt Call sign: Meneng Radio, freq. Channel 16, 14, 13, 12, used shore 
Port Pand can be contacted about 25 miles before arriving at Meneng 
Hang 1 tug x 1,400 h.p. owned by Perumpel Ill Meneng. 2 tugs x 
2 -P. owned by Pertamina. 
Duar: ING: Present berth length 260 m. Depth alongside 40 ft. 
che Port located about 0.5 miles South of the Port of Meneng. 
The ed under Pertamina management for oil off-loading purposes. 
4a" foadstead harbour has a 150 m. long wharf with a 10-12 m. 
Lat #iocation of the port which is especially for domestic shipping is 
Vax | Oe 09" S., Long.: 144° 24’ 03” E. New jetty owned by PT Pusri. 
Note LOA 140 m. 


Max, sate : ; 
> Capacity for the jetty: 
Cargo jetty No. | max. capacity 5 tons. 
caige jetty No. Il max. capacity 10 tons. 
@mgo jetty No. Ill max. capacity 10 tons. 
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STEVEDORES: 12 gangs available. 

One gang consists of 1 gang boss, 2 winch drivers, 1 Pilot and 
13 labourers. 

Working Hours: 0800 — 1600, 1600 — 2400 and 2400 — 0800. 

Rest Time: 1200 — 1300, 1800 — 1900 and 0300 — 0400. 
FACILITIES: Godowns: Two transit godowns (20 m. x50 m.) available, 
owned by Perumpel Ill. Two godowns max. capacity 10,000 tons, 
available, owned by PT Djakarta-Lloyd Banyuwangi Branch. 
Equipment: 1 mobile crane of 25 tons capacity. 2 forklifts of 3 tons 
capacity. 3 forklifts of 2 tons capacity. 

MEDICAL: Arranged by Department of Health. 

TANKERS: One berth operated by Pertamina. Max. LOA 80m. 
Max. draft 8.00 m. Max. d.w.t. 15,000. 

FRESH WATER: Available. Handled by Harbour Board, with a loading 
capacity of about 300 tons per day (10 t.p.h.). 

FUEL: Available. 

CONSULS: No local representation. 

REPAIRS: No facilities. 

GANGWAY/DECK WATCHMEN: Available. 

OPENING/CLOSING HATCHES: Normally by stevedores. 

CUSTOMS ALLOWANCES: 50 cigarettes each Crew member. Packs 
or tins of tobacco must be open before going ashore. Wines and/or 
spirits enough for own use. If more required must pay import duties. 
CARGO GEAR: Ship's gear used. 

REPATRIATION: Foreign crew members must go to Immigration Office 
at Jember City for clearance. Facilities will be available at Banyuwangi 
in near future. 

TIME: GMT plus 7 hours. 

AIRPORT: Ngurah Rai Airport 60 miles. Juanda Airport (Surabaya) 
125 miles. 

HOLIDAYS: On Sunday and holidays no workers available, but if 
necessary work can be arranged, except Independence Day (17th 
August) and 1st Sjawal (Idul Fitri/Moslem Holiday). 
POLICE/FIRE/AMBULANCE: Police and Ambulance available. Fire 
Brigade owned by District and Paper Mills. 

Police: 110 or 2110. Fire: 113. Ambulance: 118 or 2118. 
TELEPHONES: No facilities for placing telephones on board. 

SHORE LEAVE: Allowed, shore pass required from Perumpel Ill. 
Tel: (0333) 21638 — 41636. 

IDENTIFICATION CARDS: Required. 

DELAYS: Possible during loading if it rains. 

AUTHORITY: Perusahaan Umum Pelabuhan Ill, Port Meneng Branch, 
Jl. Raya Situbondo-Banyuwangi, Banyuwangi, Indonesia. Tel: 41636, 
21638. Contact: Sidi Makmur, Port Manager. 


BATU AMPAR: 01.10 N. 104.00 E. 


PILOTAGE: No pilot available. 

RESTRICTIONS: Entrance channel has a width of 80.0 m. and a depth 
of 6.0 m. — 8.0 m. 

RADIO: Sekupang Radio. Call sign PKJ 20. Frequencies 500/452 kHz. 
VHF: Sekupang Radio on VHF Channels 16, 9 and 19. 

TUGS: There are 5 tugs and 1 mooring boat available. 

BERTHING: New concrete wharf, length 1,000 m., depth alongside 
6.0 m. at LWS. 

Storage: There is a shed of 9,000 sq.m. and open storage area of 
27,000 sq.m. 

Fork Lifts: There are 8 fork lifts with capacity 2 tons — 5 tons. 
CRANES: 6x 10 tons — 25 tons mobile cranes and 1 x 150 tons capacity 
mobile crane. 

STEVEDORES: Local labour available. 

FRESH WATER: Available. 

FUEL: Not available. 

GENERAL: Barges: 5 barges available, each with capacity 400 tons. 


BELAWAN: 03.47 N. 98.41 E. (See Plan) 


DOCUMENTS: Upon arrival ships have to fill in the following Forms: 

Harbour Report obtainable from the boarding Pilot, or from the 

Harbour Master. 

Pilot's Certificate. 

Upon arrival vessels have to produce the following Certificates and 
Documents, which will remain in the Harbour Master's custody until 
cleared: 

Nationality (Registry) Certificate. 

Seaworthiness Certificate. 

Measurement (Tonnage) Certificate. 

Derat (Exemption) Certificate. 

International Load Line Certificate. 

Safety Certificate (passenger ships). 

Safety Equipment Certificate (cargo ships). 

Safety Radio and Radiotelephony Certificate (cargo ships). 

Certificate of Approval (ship's radio station). 

Health Book or Bill of Health. 

Last Port Clearance. 

Subscription of Light and Harbour Dues and wharfage if any. 

Crew Lists and Passenger’s Lists. 

Ship's Articles. 

Other certificates and documents as required. 

2 Stores Lists. 
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PILOTAGE: Pilotage for vessels over 150 g.r.t. is compulsory. Location 
of anchorage for vessels awaiting a Pilot is Lat. 03°54’ 50” N., 
Long. 98° 45' 50” E., near Light Buoy No.0 (Lat. 03°54'14’N., 
Long. 98° 44’ 40" E.). 

The new lighthouse at Tg. Nipa Larangan (Lat. 03° 54’ 12”N., 
Long. 98° 40’ 20” E.) with characteristic Gp. Fl (3) 20 sec. 17M 40m., 
will assist Masters to approach the anchorage. Before arrival Masters 
have to contact their Agents via Belawan Radio (PKB) and give 
Information about: ETA, cargo, LOA, draft etc. 

To receive information, Masters may use the VHF radio on Channel 
12 calling “Belawan Pilot” or “Pilot Boat’. 

Pilot's service available 24 hours a day. 

Pilot must be ordered by the Agent at least 6 hours in advance of the 
time their service is required. 

A Sea Pilot and Harbour Pilot embark at anchorage when berth has 
been allotted. 

Vessels will proceed when the draft enables vessels to pass through 
the channel. 

The channel is approximately 9 miles in length, 100 m. width and 
8.5 m. depth at LWS with a tidal range about 2 m. and is provided with 
9 light buoys and 5 light beacons. 

Basin 1,350 m. length. 220 m. width. 

Pilot boat is located in the harbour. 

When the Pilot is on pilot vessel, “H’” flag will be flown in daylight and 

uick peste white light at night. 

ESTRICTIONS: Bar is silting excessively and continuous dredging is 
necessary to keep the shallowest part at 8 m. at LWS. Narrowest part 
of channel is 50 m. wide. Also see “Developments”. 

Outer Roads about 600 m. square marked by light buoy. No pilot light 
vessel. This roadstead is approx. 600 m. wide, the centre of which is 
the range-line of the swept channel. This channel is provided with buoys 
and beacons. 

MAX. SIZE: LOA 200 m. Max. draft 10.0 m. 

RADIO: Belawan Coastal Radio Station: Call sign PKB; Class A1, 

Frequency 500 kHz, 6,215 kHz, 2,182 kHz (emergency) 17,239.7 kHz, 

12,970 kHz, 5 MHz (long). 8,686 kHz (middle). 4,295 kHz (short). 

Channels 16, 20, 22 Port Area (VHF). 8,746 kHz _ telephony. 

Telex: 51320, 52534. 

TUGS: 1800 h.p., 2x 1,700 h.p., 11,500 h.p. and 12,400 h.p. Join 

the vessels at Buoy No. 9 about 2 miles from harbour. Ship's line to be 

used for towing line. 

Port Authority Regulation: 

(a) Vessels with LOA less than 70 m., tug assistance not required. 

(b) Vessels with LOA from 71 m. up to 100 m., assisted by minimum 
1 tug with total Hose 600 h.p. up to 1,200 h.p. 

(c) Vessels with LOA over 101 m. up to 150 m., assisted by minimum 
2 tugs with total power 1,700 h.p. up to 3,400 h.p. 

(d) Vessels with LOA 151 m. up to 200 m., assisted by minimum 2 tugs 
with total power 3,400 h.p. up to 5,000 h.p. 

(e) Vessels with LOA 201 m. up to 300 m., assisted by minimum 3 tugs 
with total power 5,000 h.p. up to 10,000 h.p. 

(f) Vessels 301 m. or more, assisted by minimum 4 tugs with total power 
not less than 10,000 h.p. 


BERTHING: 
Nominal Depth Length 
Dock or Quay Berth No. below of 
Chart Datum Quay 
(m.) (ft.) (m.) 
Gabion Container - 9.5 - 500 
Quay 
Conventional Wharf C-1 - - 350 
C-2 8.0 - 
Ocean-going 
Ujung Baru 101-113 5-9 30 1,557 
Citra Ujung Baru 201 7 23 625 
202 
203 
Industri Kimia 
Dasar (IKD) - 7 23 150 
Pelabuhan Lama 001 5-6 20 567 
002 
003 
006 
007 
008 
Oil Jetty Pertamina 9 30 60 
Mooring Buoys Pelb.Lama 5-6 20 


STEVEDORES: Working hours: Monday-Thursday 0800 — 1200 hrs., 
1300 — 1600 hrs. Friday 0800 — 1100 hrs., 1400 — 1600 hrs. Saturday 
0800 — 1200 hrs., 1300 — 1600 hrs. Overtime to be applied for from 
authorities concerned and is usually granted: on working-days during 
meal-hours, from 1600 — 2000 hrs. and occasionally till 0400 hrs.; on 
Sundays and holidays, except Independence Day, 1st Ramadhan, 
Christmas and 1st January. 
CRANES: Floating crane 40 tons capacity and 5 front lifters (top loader 
1x10 tons capacity and 1x40 tons capacity). 

4 travellifts, capacity 3.5 tons each. 

2 gantry cranes, capacity 40 tons each under the spreader. 

5 forklifts, capacity 2.5 tons. 

1 forklift, capacity 3 tons. 

1 forklift, capacity 5 tons. 

1 forklift, capacity 2.5 tons. 

2 forklifts, capacity 7.6 tons. 

1 forklift, capacity 15 tons. 

2 mobile cranes, capacity 15 tons. 

1 mobile crane, capacity 25 tons. 

1 mobile crane, capacity 35 tons. 

1 mobile crane, capacity 40 tons. 
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MEDICAL: Hospital facilities available. 
FRESH WATER: Handled by the Harbour Board. Artesian wells 5 
the Ocean Quay with a loading capacity of about 40 t.p.h. The bd 
regularly laboratory checked and declared drinkable but boii ~ 
use remains recommended. Barge with 150 tons capacity also 
FUEL: MFO and MDO available from Pertamina, advancg 
required. Pumping capacity about 60 t.p.h. " 
REPAIRS: Slipways available for small craft only. 
available for minor repairs. Radio repairs available, viz. ther 
Lae" h and Telephone Office. Electronic repairs available ) 
PORT SECURITY: Maintained by members of the Indonesian 4. 
Services, usually, Police, Navy or Coast Guard. Crew Members gi 
be in possession of a shore pass issued by the Por Aube, 
accompanied by an identification card when leaving or entre, 
pr gates of the Port Area. Shore passes can be obtained js, 
encies. 
CUSTOMS: It is strictly prohibited to take undeclared foreign cu 
ashore. Local currency restrictions may apply to shore-goirg » 
members. It is recommended that Masters consult the Agents jy, 
local prevailing Customs Regulations with regard to currency, cigay, 
spirits, etc., to prevent unnecessary difficulties and eventually fing 
DEVELOPMENTS: New Quay, length 851 m. and widih 25 m. has, 
completed (See “Berthing”). 2 container cranes with capacity of 49) 
outreach 36 m. and backreach 15 m. available. The berths wil hy 
vessels up to 35,000 d.w.t. 

To be constructed: 1 wharf, 175 m. long and 11.5 m. depth. 1m 
490 m. long and depth 8.0 m. 1 wharf, 500 m. long (extension, 
depth 8.0 m. 1 Fuel Oil Terminal. 

Dredging: The Belawan Harbour Master has issued the folgp 
guidelines in connection with dredging work being carried out: 

Commencing as of September 24th, 1984, the sailing channelg) 
Belawan Harbour shall be dredged for the length of about 14,0, 
with a depth of 10 m. LWS. The dredger to be used is the muds» 
‘Irian Jaya’. The location of the mud to be deposited 03° 55 14 
98° 44' 48” E. 

Mt ships passing by the dredger are requested to observe all sq; 
shown. 

At the time of passing each other, the manoeuvre should be cary 
conducted, or passing each other in the middle of the channel sy 
be avoided . 


SHIPMASTER’S REPORT: December 1985 (Updated 1988). 
Channel: Pilot advised controlling section now reduced to 40m» 
and 8.0 m. depth at zero tide or chart datum. Constant silting ta 
place. Underkeel clearance 1.0 m. required. 

One vessel per tide can pass at 7.0 m. plus the predicted hegi 
tide. Imperative to obtain information from Pilot inward, as simply: 
available from Agents, Port Radio, etc. 

Gabion Wharf: This new project has been completed. The Note 
portion will be for containers, and the Southern end for general orde 
delivery cargoes. However, this wharf appears to be already suft 
from silting, and the S.W. berth was found to have a minimum of?! 
increasing to 9.3 m. and 9.1 m. to the N.E. (Any ship visiting: 
Indonesian port must take soundings immediately on berthing 
establish the safety of the berth, and not immobilise until this is do 
This wharf extends S.W. from beacon (F.1364) FI. Y. 3 secs. 
Density: 1015 on flood tide, 1012 on ebb tide. 

Entry Formalities: The vessel used: 

7 Crew Lists, (checked in detail against !|.D. Cards). 

1 Manifest “Nil” cargo. 

5 Bonded Stores Lists. 

5 Personal Effects Lists. 

5 Deck, Engine, Bond, Provisions Stores Lists. 

5 Animals Lists. 

5 Parcel Lists. 

5 Arms and Ammunition Lists. 

5 Ports of Call Last Voyage. 

Inspection Team: (1) 2 Immigration Officers, 1 Port Health Ofe 
1 Harbour Master, (all conveyed by Agent's minibus). 

(2) 5 Customs Officers arrived separately. 

Departure inspection may be similar. Agent attends with © 
inspection teams. 

Thefts: Forecastle store broken into twice while alongside, pad” 
being no deterrent. 2 shore watchmen employed throughout. She* 
stolen from hatch operating gear. 

Transport: Normal mode is to ride pillion on a small motorcycle! 45" 
to shopping street. 

Postage: A letter from Medan post office to Hong Kong reported b® 
3 weeks. 

Telex: Communications are poor. 


SHIPMASTER’S REPORT: January 1992 (Updated 1994). 
Charts: B.A. Charts No. 1353 and 3584. 

Documents: 

copies Crew List. 

copies Crew Manifest. 

copies Stores List. j 
copies Cargo Manifest, in transit and for discharge (or ‘nil it not 
to discharge). 

1 copy Dangerous Drugs List (checked by customs). 

1 copy Ports of Call List. 

1 copy Maritime Declaration of Health. 

1 copy Vaccination List. to! 
Pilotage: Pilot boards at Buoy No. 2 and departs at Buoy No.! 
black hulled cutter with white superstructure. Pilot can be contact! 
VHF Channel 12 throughout 24 hours, working channels are wr 

Vessel berthed at Ocean Wharf with 50 m. to spare between 
vessels. This operation was carried out without the use of tugs 
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station will link the vessel with the agent's office which is 
in the passenger terminal at the East end of Ocean Wharf. The 
a ce is located in the same position. 
nage: Vessel anchored with Nipa Larangan Light bearing 
~6.8 miles and Buoy No. 2 bearing 250°x2.5 miles. 
ww are well spread out to the East of the channel over a distance 
miles. 
pete anchorage a Careful watch should be kept for small boats, 
sogrder and pilferage. Constant patrols are necessary at night when 
. should be on and total security maintained. 
a Peet Nipa Larangan Light is conspicuous and has a Racon ‘M’. 
“ne wreck buoy in postion Lat. 03° 54.1’ N., Long. 98° 44.2’ E. no 
exists. The pilot reported that the wreck close East sank into the 
agg and is no longer a hazard to navigation. _ : 
‘ne channel buoys are in position and are lit and the leading lights 


Lees The channel is dredged to 8.5 m. MLWS from the West end 
ne Ocean Wharf to Buoy No. 2. 
Continuous dredging is in progress by dredger ‘Iran Jaya’. 

zesinctions: Berthing and unberthing throughout 24 hours. 
ex Size: Maximum permitted draft in channel with suitable tide is 9.6 m. 
sagoVHF: Belawan Radio can be contacted on VHF Channel 16, 

on Channel 20, and on W/T during normal working hours. We 

vessels Calling at night on VHF and they received no reply. 
ternational calls through VHF are connected very quickly. 

jugs: There are 5 tugs available. Two of the tugs are large modern fire 
ighting tugs of 2,400 h.p. and they also serve the offshore oil discharge 
eth. The three smaller tugs are approximately 1,700 h.p. 
sets: There are 6 berths on the Ocean Wharf for vessels of average 
ength. Official depth alongside is 8.3 m. at MLWS. Vessels generally 
seth head in, port side to. 

The quay wall is concrete and has good modern rubber fenders along 
oe face. All berths are served by sheds. 
cargo: Latex and vegetable oils are loaded at Berths No. 106 and 107 
yd and 2nd berths from the Western end). 

latex is piped from numerous small storage tanks behind the sheds 
ot a central manifold between the berths and then by portable pipes 
ad to the ship's rail, two manifolds used. 

Vegetable oils can be loaded through the central manifold between 
ne sheds or directly from tank trucks. 

latex is loaded through 2x6 in. hoses straight into the tank hatches. 
Rate per hose is approximately 65 t.p.h. 

Shore labour tended the hoses throughout. 

Surveyor entered all tanks (with gas mask) and made inspection. 

Fumigation Certificate required. 
fresh Water: Fresh water is available at any time. Loading is by shore 
hoses through a meter at a good rate. Waterman in attendance. 
Watchmen: The agent provides two watchmen. One is in attendance at 
be gangway at all times and the other patrols the vessel. They are fairly 
good at Keeping unwanted guests away. 

The latex gangs also have two armed watchmen in attendance. 
Chandlers: Numerous chandlers will visit the vessel. The watchmen can 
slain fish and fresh produce at prices lower than the chandlers. 

General: It is not advisable for Europeans to go ashore after dark or on 
beir ta during day time. Watches and jewellery should not be worn 
m shore. 

We received spares from Japan and it took 10 days for clearance 
tvough customs. 

There is an airport at Medan which is 10 miles from the port. There 
we flights to Singapore. It takes 3 days to arrange tickets. 
dwelopments: There is a new coastal tanker berth in Citra Basin with 
sed Mak of 7.0 m. at MLWS. There are storage tanks close East 
othe ; 

Soth the container quay and the tanker berth have good fenders. 
The offshore oil discharge terminal is as indicated on B.A. Chart 
© 3584. The mooring buoys do not have lights. 
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THORITY: PT (Persero) Pelabuhan Indonesia | Branch, Port of 
sawan, Jin. Sumatera No. 1, Belawan 20411. Indonesia. Te/: (061) 
“19. Telex: 51695 PPCBLWIA. FAX: (061) 641300. 
act: Branch Manager. 


ELIDA MARINE TERMINAL: 04.08 N. 105.08 E. 
(See Plan) 


STATION: The Terminal is an open unsheltered mooring in the Natuna 
jr about 150 km. W.N.W. of the Matak Island in the Anambas 
te elago. It is in Indonesian territorial waters about 15 miles East of 
n Malaysian/Indonesian border. 
og ption: The Belida Marine Terminal consists of a floating storage 
pot offloading facility (FSO) named “Intan”, soft moored to a 
ae Catenary anchor leg mooring buoy (CALM). The “Intan” is 
te ered tanker of 178,000 m.d.w.t., 300 m. LOA, with a storage 
nd p2,0',1:250,000 barrels. Crude oil is produced from the Drilling 
te Feguuction Platform A (DPPA) located approximately 8,000 ft. from 
thick « There is a bridge connected flare tripod connected to DPPA, 
Taming an orange light, often visible at great distances from the 
80 ig - The average sea water depth in this area is about 250 ft. The 
COME moored to the CALM by 1X21 in. circumference nylon with 
hinged ‘poommended hardware, including a load cell. Crude oil is 
‘ ry DPPA along the subsea pipeline, the PLEM to flexible 
*e Fg9 LM, floating hoses and into the FSO for storage. At the stern, 
has been fitted to act as a mooring and offloading point for 
kers moored in tandem. The discharging pumps have been 
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re-routed to direct the flow through a metering system and extended to 
the port side of the poop deck, where it terminates in a string of 20 in. 
diameter floating hoses, 1,200 ft. long. On the FSO centerline at the 
after end of the poop deck, a twin 17 in. circumference nylon mooring 
line, 70 m. long, with OCIMF recommended hardware and load cell, is 
fitted. The export tanker is secured in tandem with the FSO. 

Terminal Limits: The oil field facilities are in the following coordinates: 

DPPA (wellhead platform) 


Latitude: 4° 08' 38.19” N. 

Longitude: 105° 06’ 30.27” E. 
CALM/FSO 

Latitude: 4° 07' 57.30" N. 

Longitude: 105° 07' 43.09” E. 


A prohibited area is established, bounded within a radius of 500 m. 
from a line joining the above positions. Vessels shall not enter this area 
without a Conoco Mooring Master on board. In an area within a radius 
of 1 nautical mile, from a line joining these points, anchoring of vessels 
is strictly prohibited. 

DOCUMENTS: Customs and Health Requirements: 

Clearance: Indonesian Immigration, Customs and Harbour Master 
Officials will board the vessel after arrival to perform inbound clearance 
procedures. At the same time, application is made for Provisional 
Pratique through the Directorate of Quarantine and if granted, cable 
advice is sent to the Harbour Authorities. Port Health Clearance is issued 
prior to vessel's arrival, and is also valid for departure clearance. If 
Provisional Pratique is not granted, a Port Health Officer will be provided. 

All of the foregoing is arranged through and by the Agent. 

Each crew member should be in possession of an International 
Vaccination Card. 

The Agent prepares the Ship's Documents Check List Form to check 
the validity of each document. 

These documents are: 

Certificate of Registry. 

Ship's Safety Construction Certificate. 

Load Line Certificate. 

Life Saving Equipment Certificate. 

Safety Radio/Telegraph Certificate. 

Cargo Gear Certificate. 

Derat Certificate or Derat Exemption Certificate. 

The list is then delivered to the Harbour Master with the following 
documents attached: 

1 copy (original) Port Clearance from Last Port. 

8 copies Crew List. 

Passports of all crew members. 

3 copies Personal Effects List. 

3 copies Stores List/Bonded Stores List. 

3 copies Drug List/(Ammunition List. 

3 copies Cargo Manifest. 

3 copies Ship's Particulars. 

Light Dues Receipt, if arriving from another Indonesian port. 

The Harbour Master issues a Port Clearance at departure, provided 
clearance is also granted by the Governmental Authorities. 

The Immigration Officer requires 2 copies of the Crew List, and will 
check the ship’s articles and the passports of the crew. When these 
documents are found to be in order, an Arrival Clearance will be marked 
on the Crew List. 

If arriving from another Indonesian port, the Agent will sign a 
Guarantee if the vessel cannot prove that Light Dues have been paid. 


MINIMUM STANDARDS OF ACCEPTANCE: MINIMUM STANDARDS 
OF ACCEPTANCE FOR TANKERS LOADING AT BELIDA MARINE 
TERMINAL: 

1. Size: Vessels in the size range 50,000 d.w.t. to 230,000 d.w.t. can 
be accommodated in the berth, and there is no draft limitation. 
Vessels below this size range may be accommodated, however, 
the envelope of operational conditions will be restricted. 

2. Vessel’s Operations: Operations will be conducted in accordance 
with ISGOTT (latest edition) guidelines. Vessels loading at the 
Belida Terminal must be in compliance with the latest SOLAS and 
MARPOL conventions and protocols. Vessels, found to be deficient 
or substandard in any safety or pollution control requirement, will 
not be berthed or if already berthed, will not be loaded. 

3. Deballasting: Vessels must arrive at the Terminal with clean ballast 
and be able to deballast concurrently, maintaining 30% of the 
vessel's Summer d.w.t. throughout the operation. 

Vessels, unable to comply with this requirement, will be permitted 
to load part cargo, then to discharge ballast while loading 
operations are suspended, and to complete loading on completion 
of deballasting. Vessels will be allowed 6 hours to complete the 
deballasting operation. 

Prolonged deballasting will necessitate either removal from the 
berth or the commencement of loading. The Terminal will not be 
responsible for any free water or deadfreight. 

4. Inert Gas System: All vessels must be equipped with an Inert Gas 
System conforming to the SOLAS Regulations. This must be in 
service throughout the vessel's operations at Belida Terminal, with 
tanks inerted and maintained under positive pressure. Vessel's 
crew must ensure that the correct atmosphere is maintained, with 
oxygen content at no time to exceed 8% by volume in any cargo 
or slop tank. 

The Terminal will make random checks to establish the condition 
of the tanks on arrival and throughout the operation. In the event 
of failure of the system or, when tank atmospheres depart from 
industry accepted limits, the vessel will be removed from the berth. 

5. Mooring Equipment: Vessel must be equipped with correct moorin 
equipment, relevant to its size, as recommended in the “OCIM 
Standards of Equipment Employed in the Mooring of Ships at a 
Single Point Mooring”. The minimum dimensions of the centre bow 
fairlead/s is/are 600 mm. wide and 450mm. deep in order to 
accommodate the chafe chain/s. 
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ARRIVAL: ARRIVAL PROCEDURES: Vessels will 


Equipment employed at Belida Terminal for Mooring Vessels: 

Bow chain stopper/s, as outlined in the OCIMF publication 
“Recommendations for Equipment Employed in the Mooring of 
Ships at Single Point Moorings”, 2nd Edition 1988. 

Vessels not fitted with bow chain stopper/s will be considered 
“Unsafe” for "Normal Mooring Operations”. 

Vessels which, in the Mooring Master's opinion, do not have a 
suitable method of attaching the mooring, will be refused 
permission to berth. Should bitts have to be utilised, or should the 
bow stopper or Smit Bracket be located at such distance from the 
fairlead that they are unusable, rope snotters of 14 in. 
circumference and 15 m. long will be utilised. This is not considered 
a normal mooring operation, and vessels requiring this mooring 
technique will not be considered suitable for subsequent operation 
at Belida Terminal. 


. Hose Connecting Equipment: Vessel to be equipped with loading 


manifold in accordance with the “OCIMF Standards for Ships 
Manifolds”. Flange to be prepared to accept a single 16 in. 150 Ib. 
ASA connection. Derrick and rigging to be certified not less than 
10 tons S.W.L. Hose connection will normally be accomplished on 
the port side. 


. Loading Rates: Terminal can provide an average loading rate of 


32,000 b.p.h. through 1 x 16 in. hose. Vessels which cannot accept 
this loading rate will be rejected. 


. Air-Conditioning: Due to the climate conditions of the area, vessels 


not fitted with a working air-conditioning system pose a threat to 
the safety of loading operations. Only in exceptional circumstances, 
when a vessel has demonstrated its ability to comply with all 
conditions of the ISGOTT Safety Check List, will a vessel without 
air-conditioning be accepted for loading. 


. Crew: Vessel's crew must be qualified to the requirements of the 


International Convention on Standards of Training, Certification and 
Watchkeeping for Seafarers 1978. If any infringement of safety 
regulations, or any inability of ship's crew to operate safely and 
efficiently is observed, then the vessel will be removed from the 
berth. 

The vessel's Owner or Bareboat Charterer is to be a party to 
TOVALOP, and have insurance covering the liabilities under the 
International Convention of Civil Liabilities for Oil Pollution Damage 
1978 (C.L.C.). 

The cargo to be loaded will be covered by CRISTAL, and/or the 
International Convention on the Establishment of an International 
Fund for Compensation for Oil Pollution Damage 1971 (1.0.P.C.). 
Tankers are required to conduct operations using a closed loading 
method. A vessel, which is unable to comply with this requirement, 
will not be loaded. 

Vessel Owners/Operators must have a recognised “Drug and 
Alcohol Control Policy”. Such policy should be in accordance with 
OCIMF “Guidelines for the Control of Drugs and Alcohol Onboard 
Ship (January 1990)”. A written copy of the Owners/Operators 
policy statement must be onboard the vessel. Master and crew 
must understand and be guided by such policy. 

Certificate of Deratisation and General Cleanliness: Vessel to be 
in possession of a valid Certificate of Deratisation and other de- 
infestation measures as appropriate. Should the vessel be infested 
with rats, vermin or other insects, which could be a threat to the 
health or well-being of Terminal personnel, then the vessel will not 
be accepted. 

normally be 


accepted and berthed in chronological order of arrival, provided such 
vessels have a current nomination for cargo valid at the time of tender, 
carry clean ballast, if any, and have cargo tanks in a fit condition to 
receive cargo. Also, they must be in all respects properly equipped, 
manned and ready to moor. Should berthing be delayed on account of 
bad weather, vessels will keep their position in line. 


iP 
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Hours of Operation: The Belida Marine Terminal operates 24 hours 
a day, 7 days a week. Tankers will normally be berthed during 
daylight hours, weather and other circumstances permitting. In 
special circumstances and at the sole discretion of the FSO 
Superintendent, night berthing may be allowed if all conditions are 
favourable. Unmooring will be carried out at any hour. The company 
will make every effort to moor vessels upon arrival in daylight, 
weather permitting. 


. Notice of Readiness: Arrival time will be considered as the time 


when the Mooring Master boards the vessel, or the time the vessel 
arrives in the deep water anchorage, if not berthing immediately 
(The anchorage area is shown in the “Plan Section”.). 

The Mooring Master will act on behalf of the Company to sign 
acknowledgement of tanker’s Notice of Readiness. Notice of 
Readiness shall be in the English language. 

Notice of Readiness will be accepted between the hours of 0600 
and 1630 LMT, provided the Mooring Master is satisfied that the 
export vessel is in all respects ready to moor and load. Notice of 
Readiness will not be accepted during a period when the port is 
closed on account of adverse weather. 


. Approach to the Anchorage/Mooring Master Boarding Area: When 


within VHF communication range, Masters of export tankers should 
confirm berthing prospects with the Terminal. 

Should it be necessary to anchor, the vessel should proceed to 
the recommended tanker anchorage area which is within a circle 
1 mile in diameter, and with its centre located in position 
Lat. 04° 11’ 15.0” N., Long. 105° 05’ 47.0" E. 


. Arrival at Pilot Station/Anchorage: Means of access to the vessel 


by the Conoco Mooring Master shall be provided in accordance 
with the requirements of SOLAS. Early advice will be given by 
Conoco to confirm the side of the vessel that access should be 
provided. 

At night, the access area shall be adequately illuminated to 
provide for the approach and boarding of the Mooring Master, 
Government Officials and other Conoco representatives. 


5. Vessel Anchoring: If a tanker is not scheduled to berth op 
(e.g. another vessel is in the berth, or the port is he 
adverse weather conditions, etc.), the Master will be 
radio and requested to anchor in the area shown in the» 
Section”. * 

6. Port Closed — Bad Weather Interruption of Loading/es, 
Vessels, required to leave the Terminal area on account y, 
weather, should keep in contact with the Terminal via VHF Pe 
Radiotelephone, in order that they may be available wh, 
weather is fit for resumption of operations. Conoco FeSENVE the A 
to berth and load vessels out-of-turn following the retum o 5 
weather. ® 

The Terminal reserves the right to decline to moor a 
vessel, if its condition or facilities are unsafe for Mooring oF loa, 
even though the Terminal may be open to other vessels. 

Should a vessel be rejected for any reason, the Ti ‘ 
supply the vessel and Owners/Charterers with written reason, 
non-acceptance. / 

The decision of the FSO Superintendent to permit a Vests 
berth shall be final. On receipt of such permission, berthing wi, 
at the discretion of the vessel's Master in agreement wit, 
Company prc Master. 

7. Indonesia Flag: The national flag of the Republic of Indonesia», 
be prominently displayed by the vessel at all times whilst at §s, 
Marine Terminal. 

8. Indonesian Government Regulations: Masters are informed» 

the following Indonesian Government Regulations are sy 
enforced. 
Signals to be Displayed on Arrival: In accordance with requiatp 
for Indonesian ports, Quarantine, Immigration, Pilot and Calg 
flag must be displayed by all vessels approaching Belida Mx: 
Terminal. These signals shall be displayed continuously » 
clearance is granted. The signals are as follows: 

Sunrise to sunset: Quarantine flag “Q”. 

The “N” flag should be flown until the Immigration Officer bo» 
the ship. 

The “G” flag (request for Pilot) should be flown until the Mow 
Master boards. 

As soon as the Mooring Master boards, the “G” flag shout) 
replaced by the “H” flag, which signifies that the Pilot is ator 
During the hours of darkness, the appropriate international ip 
should be substituted for the flags. 


NAVIGATION AIDS: The CALM, FSO and platform and flare tp 
within the Belida Marine Terminal restricted areas display the folow 
visual navigational aids and characteristics. During restricted visbe 
the following sound signals will also be given: 


CALM: Light (1) white “U" flash, vis. 5 miles. 
Sound “U” morse. 
FSO: Light (2) white “U" flash (bridge wing) vis. 10 me 
(1) red “U” flash (stern) vis. 10 miles. 
Sound “U" morse, 2 miles during fog or poor vistt 
Platform and Flare Tripod: 
Light White and red “U" flash on each side of plat 
vis. 10 miles. 
(2) red “U" flash on flare bridge vis. 10 mie 
Sound “U" morse. 


PILOTAGE: See “Arrival”. 

Boarding by Helicopter: When, due to the weather conditions, boat 
of the Mooring Master and his Assistant is not possible by 0 
helicopter embarkation may be used to vessels suitably equpe 
Masters should inform the Terminal in their initial message if hela 
landing facilities exist on their vessel. 


ANCHORAGE: For tankers requested to anchor, the recommet 
area is located N.W. of the Production Platform (DPPA), and is cent? 
on position Lat. 04° 11’ 15.0” N., Long. 105° 05’ 47.0" E. 

This position represents the centre of a circle with a radius of 1 nave 
mile. 

Holding ground is considered good. 

Anchoring within the Terminal limits is strictly prohibited. 

The sea water depth around the area is about 250 ft., and thee® 
no draft restrictions at Belida. 


RESTRICTIONS: Design Export Tanker Operational Conditions « 
occasions, there may be circumstances or a _ combinal® 
circumstances which may preclude mooring and/or loading/debalé™ 
operations. In these circumstances, good judgement > 
exercised by the Master, under the Mooring Master's advice, 5 ©’ 
precise action to take. 
With respect to export tanker operations, the FSO and mooring 5 
is designed for the following operational condition limits: 
(a) Mooring Operational Limit: 
The FSO and mooring system are designed to enable the oo 
tanker to moor to the FSO under the following conditions: 
Wave: Significant height of 1.5 m. 
Wind: Up to 25 knots. 
(b) Offloading Operational Limit: 8 
The FSO and mooring system are designed to enable te” 
to continue offloading to a moored export tanker under the 
conditions: 
Wave: Significant height of 3.0 m. 
Wind: Up to 35 knots. 
Port Conditions: 
(a) Calm: Extreme still conditions with no surface air movernert 
may allow the accumulation of hydrocarbon vapours at deck 
Port will close temporarily. Export tanker may berth (oF bet 
the berth if already berthed). Cargo and ballast operations 
suspended. 


» 


ughtning: In some rain squall conditions, severe lightning is 


: arperienced. Port will close temporarily - export tanker may remain 


nine berth (oF undertake berthing operations). All cargo and ballast 
aperations will cease. 

ss; Port will normally be closed from 1630 hrs. LMT until 

hrs. LMT during the hours of darkness. Export tankers, 

in the berth by 1630 hrs. LMT, continue operations and 


may also unberth at night. 


yt SIZE: 230,000 d.w.t. There is no draft restriction at the Terminal. 


AL TH: See “Documents”. 


Communications: 


| OO wing receipt of a nomination for a “named export vessel” to 


at Belida Terminal, Conoco will contact the vessel's Agent, 


owner or Charterer giving details of: 


Nomination. 
Loading API and Temperature (approx.). 


Berthing prospects. 


2 On receipt of this message and in any case not less than 72 hours 


~ 
_ 


to estimated arrival time at Belida Terminal, Conoco will 


transmit the following questionnaire to the export tanker via the 
vessel's Agent, Owner or Charterer: 


{. Vessel's name and Summer d.w.t. 

2. ETA in local mean time (GMT + 7 hours). 

3. Last port: Next port. 

4. Cargo requirements: Maximum loading rate via 116 in. 

manifold. 

Quantity ballast on board. Type of ballast (SBT, etc.). 

Vessel able to load and deballast simultaneously, maintaining 

30% of S.d.w.t. throughout. (N.B. Terminal has no dirty ballast 

facilities). 

7, Estimated arrival and departure drafts (fore and aft). 

8. Bow to centre manifold distance. 

9. Distance between tanker hose rail and manifold presentation 
flange, port side. 


On 


10. Size of bow fairlead/s. 
11. Bow chain stopper or Smit Bracket fitted - detail and S.W.L. 
12. Derrick or crane available port side with minimum 10 tons 


S.W.L. 


13. Vessel has clean Bill of Health: If sickness onboard, give 


details. 


14. IGS operational and all cargo tanks inerted to less than 8% 


oxygen by volume (Mooring Master will make random check 
of tanks prior to berthing. Failure to comply with this 
requirement will result in berthing delays). 


15. Closed loading procedure can be followed. 
16. Vessel entered in TOVALOP. 
17. Vessel Owners/Operator have a recognised “Drug and 


Alcohol Control On Board Ship” policy in accordance with 
OCIMF “Guidelines for the Control of Drugs and Alcohol 
Onboard Ship (January 1990)". A copy of the Owners/ 
Operator policy statement is onboard the vessel, and Master 
and crew understand and are guided by such policy. 


18. Date last dry dock and date of last special survey. 

19. Nationality of officers and crew. 

20. Independent cargo surveyor — if appointed. 

21. Please note, no bunkers, stores or potable water are available 


at the Terminal. 


22. Indonesian government regulations require that Pertamina 


Directorate of Shipping and Telecommunications be 
appointed General Agent for all tankers proceeding to load in 
Indonesia. 

These questions should be answered as completely as possible 


and a reply transmitted immediately. Terminal will not be 
responsible for berthing delays due to lack of information/ 
notification. Delays due to non-compliance with Terminal 
regulations will be for vessel's account. 

Conoco Indonesia Communications Address: Notification as 
above should be sent via: 


Telex No. : 60560-4 CONOCO IA. 
Fax No. : (62) (021) 517658, 517664. 
Telephone No. : (62) (021) 5210100, 5222525. 


Mailing address: 


1 


Conoco Indonesia Inc. 

Attn. Marine Operations Department 

Mulia Tower 3rd — 6th Floor 

Jl. Jend. Gatot Subroto 

Kav. 9-11, Jakarta 12930 

P.0.Box 1367, Jakarta 10013, Indonesia. 

Vessel shall notity Conoco of ETA 48 hours, 24 hours and again 
2 hours prior to the export vessel's arrival at the Terminal, and at 


any other time when ETA changes more than one hour. The 


4 hours message and the 12 hours message should, in addition, 


be transmitted directly to the Belida FSO. 


Communication Facilities: 

(a) VHF/FM Radio Communications: The Terminal maintains a 
Continuous watch on VHF Channel 16 (156.8 MHz) and 
Masters of in-bound export tankers are recommended to use 
this when they are within range. The Terminal is able to select 
any public VHF channel for use as a working channel after 
initial contact on Channel 16. Attention to early VHF 
communication will assist in avoiding delays in berthing and 
vessel turnaround time. 

Masters are reminded that if tankers are requested to 
anchor to await berthing, it is their responsibility to maintain 
8 Constant listening watch on Channel 16 to receive Terminal 
structions. 

Any delay due to a failure to maintain a constant listening 
watch on Channel 16 will be for the ship’s account. 
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(b) HV/SSB Telex/Voice Communications: The Belida Marine 
Terminal also maintains a continuous watch on the following 
HF/SSB frequencies: 

Watch: 13525 kHz. 


2182 kHz. 
Working: 5910 kHz. 
4492 kHz. 

(c) Satellite Telex/Voice Communications: Vessels, Owners or 
Charterers may contact Conoco Jakarta office by 
Telecommunications Satellite using International Dialling 
Code 062-21 (5210100). 

(d) Pertamina Control Radio Station: In the event that incoming 


tankers are unable to contact Belida Marine Terminal on the 
foregoing VHF/FM frequencies or HF/SSB, Masters should 
request Jakarta Radio to relay the necessary information to 
Conoco Indonesia by telex or telephone. 

(e) Details of Jakarta Radio: 


Name : Jakarta Radio 
Call Sign : PKX- 
Operated by : Pertamina 
Nature : CR 
Tax : 50 Centimes 
Geographical position : 06°30’ 00" S. 
106° 50’ 00” E. 
Calling Working 
Frequency Frequency Power Class Working 
(kHz) (kHz) (GMT) Hours 
500 452 1 kw Al H24 
8363.2-8364.8 8626.0 1 kw Al 0200-0400 
8372.8-8373.6 0500-0600 
0700-0800 
1000-1200 
1400-1600 
1700-2000 
12544.8-12547.2 12980.0 1 kw Al 0000-0200 
12599.2-12560.4 0400-0500 
0800-1000 
1200-1400 
1600-1700 
2000-2200 
4131.2-4425.6 4425.6 1kw A3A/A3J 0500-0600 
0800-0900 
1600-1800 
2200-2400 
6206.2 6512.6 1 kw A3A/A3J 0000-0100 
0300-0400 
0600-0700 
1200-1400 
1800-2000 
8235.3 8759.2 1kw AS3A/A3J 0100-0300 
0400-0500 
0700-0800 
1100-1200 
1500-1600 


When the export tanker is at the anchorage, communication 
between the FSO and the export tanker will be established on a 
mutually agreed VHF channel. 

When moored to the FSO, communication between the two 
vessels will be maintained by VHF equipment, supplemented as 
Reacauanty by UHF walkie-talkies, provided by the Conoco Mooring 

aster. 

TUGS: Mooring Launches: The Terminal maintains boats to assist in 
mooring and unmooring vessels. These boats are directed by the 
Mooring Master, to whom requests by the tanker for action or assistance 
must be directed. 

BERTHING FACILITIES: See “Location — Description”. 

MOORING: Mooring Operations: 

1. The Mooring Master will board incoming tankers at the anchorage 
area or other agreed location. The Mooring Master will advise the 
ship’s Master on approach to the FSO, mooring and unmooring, 
connection and disconnection of hoses, and all other operations 
within the Terminal area, including all manoeuvring of the tanker. 
The Master must be on the bridge at all times while the tanker is 
being manoeuvred. 

2. The services of a Mooring Master are provided upon the express 
understanding and conditions that, when any Mooring Master, 
furnished by the Company, goes aboard a tanker for the purpose 
of assisting such tanker, he becomes for such purposes the servant 
of the Owners of the vessel, and the Company shall not be liable 
for any damage or injury which may result from the advice or 
assistance given or made by such Mooring Master while aboard 
or in the vicinity of such vessel. 

3. Support vessels assist in tanker mooring. These are under the 
direct control and supervision of the Mooring Master. Any service 
and/or facilities provided by the Company including, but not limited 
to, the services of Mooring Master, support vessels and their crews, 
or mooring and loading equipment, are at the vessel's risk. The 
furnishing of a Mooring Master, support vessels or other services 
and facilities, shall not be construed to be, or given rise to, a 
personal contract. 

4. Tankers due for mooring must have a pilot ladder or hoist securely 
rigged on the side requested by the Mooring Master. Vessels with 
a freeboard of more than 30 ft. shall have an accommodation ladder 
rigged so that the lower platform is not more than 10 ft. above the 
water level with a short pilot ladder for access to the platform. Upon 
the approach of the Mooring Master in the support vessel, the 
tanker must provide a good lee on the appropriate side. Tankers 
shall also have their port derrick rigged and crew on deck standing 
by. 
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The Mooring Master and his assistants, if any, who will advise the 
tanker crew during mooring and hose connection, will normally 
board tankers from the support vessel, which also serves as stand- 
by safety boat throughout the loading operation. Immediately the 
Mooring Master and his assistant have boarded, the support vessel 
will proceed to the port side derrick area of the tanker where 
mooring and hose connection equipment will be lifted aboard. 
Sufficient crew must be available on deck to transfer the mooring 
equipment from the derrick area to the forecastle. 

The following equipment, provided by the tanker, shall be ready 
for use when the Mooring Master boards: 

On the forecastle head: 
(1) 1 buoyant mooring rope, 10 in. circumference. 
(2) 2 messenger lines, minimum 3 in. circumference x 300 ft. 
(3) A selection of shackles, wire strops and tools (sledge hammer, 
crowbar, etc.). 
On the poop deck: 
(1) 2 messenger lines, minimum 3 in. circumference. 
(2) 1 buoyant mooring rope, 10 in. circumference. 
When the approach to the Terminal commences, the support vessel 
will be in attendance to assist if necessary. 

Approach to the FSO involves manoeuvring at close quarters to 
the FSO. It is therefore imperative that all measures are taken to 
ensure that there is no loss of power or steering during these 
manoeuvres. The Mooring Master will test the tanker engines 
ahead and astern and full port to starboard rudder movement 
before commencing the approach run. Ship's anchors are not to 
be used in connection with mooring to the FSO. 


. A mooring boat will be situated near the stern of the FSO at the 


end of the pick-up ropes. The pick-up ropes are secured to 76 mm. 
chafing chains, which in turn are secured to the main mooring of 
dual 17 in. circumference nylon ropes connected to a 76mm. 
chafing chain at the FSO stern. 


. During the approach of the tanker towards the stern of the FSO, 


the ship's crew, under the advice of the Mooring Master will prepare 
the forecastle for the mooring operation. This will include passing 
2 messenger ropes through the centre bow fairlead, or other 
fairleads designated by the Mooring Master, and lowering the ends 
to sea level. The mooring attachments will also be prepared. 
Sufficient crew members must be present to handle the 2 mooring 
lines simultaneously. 


. Upon the close approach of the tanker’s bow, the mooring boat 


manoeuvres alongside and attaches the mooring pick-up ropes to 
the ship’s messenger lines. The tanker will then heave up the 
messengers and pick-up ropes, carefully picking up the slack as 
the tanker approaches the stern of the FSO. 


. The pick-up ropes should be continually hove in as the tanker nears 


the FSO stern. The distance between the vessels will be 
continuously relayed to the Mooring Master on the bridge from the 
forecastle and by the support vessel and mooring boat. When the 
pick-up ropes have been brought inboard of the fairlead, it may be 
necessary to adjust the direction of pull to assist the chafing chains 
through the fairlead. Action required of the tanker crew in this 
respect will be advised by the Mooring Master. 

When the chains are inboard, depending upon the method of 
attachment available, the connection will be made. 

Upon completion of the mooring operation, the support vessel will 
be secured to the stern of the tanker, using a ship's line, to prevent 
the tanker from coming into contact with the FSO. Until the support 
vessel is secured, it may be necessary to use the tanker’s engine 
for this purpose. Once the support vessel is secured, the Mooring 
Master will then advise “Finished with Engines”. 

Engines must be maintained in a constant state of readiness, and 
at no time during the tanker’s stay at the Terminal may the engines 
be immobilised. 

In cases when there is a failure of a tanker's main propulsion 

machinery or steering gear, which renders the vessel incapable of 
instant manoeuvrability, the Mooring Master shall be informed 
immediately. Loading operations will be suspended, and the tanker 
will be removed from the berth. All charges incurred shall be for 
the Owner's account. 
Emergency towing wires should be rigged, one on the starboard 
bow and one on the starboard quarter. These lines must be 
py eae with the eye 1.0 m. above the water line with “no slack 
on deck”’. 


LOADING: Loading Operations: 


at 
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On satisfactory completion of the Pre-Loading Transfer Conference 
and Safety Check List as agreed by the Belida Mooring Master and 
the export tanker officer-in-charge, the vessel will be declared ready 
to load. All necessary valves will be opened, the hose end butterfly 
valve will be opened and the Mooring Master will instruct the 
Terminal to commence loading at a slow rate. The rate will not be 
increased until the tanker has confirmed that the hose connection 
is tight, that cargo is being received in the selected tanks only, and 
that no leakage is taking place through the sea valves. Thereafter, 
the loading rate will be increased, on request by the export tanker, 
to a maximum of 50,000 b.p.h. 


. Throughout the loading, a responsible deck officer must be in 


charge of operations, either on deck or in the cargo control-room 
and in continuous contact with the FSO and Mooring Master via 
walkie-talkie radio. In addition, an efficient deck watch in constant 
contact with the cargo control-room must be maintained at all times. 
Additionally, one ship's crew will be stationed on the forecastle at 
all times to observe and report on the mooring condition, i.e. the 
state of the mooring and the distance and attitude of the tanker to 
the FSO. The mooring hawser assembly is fitted with a load 
monitor and mooring weight is continuously monitored on the FSO. 


3. At any time during loading operations, the rates can be 
on request. Except in an emergency, 10 minutes notice hen 
given to the Terminal when rate reduction is required. As in. 
tanker practice, valves must not be closed or throttled bac... 
the oil flow without permission from the Terminal. al 

Masters are specifically warned of the severe co: 
this practice which could result in damage to Terminal Quip, 
and serious oil pollution, for which the Owner will p. 
responsible. ‘ 

If for any reason, radio communication between the tanke 
the Terminal is lost, the Terminal will stop the loading | 
communication is re-established. 

In the absence of radio contact, oil flow can also be ' 
sounding the Emergency Flow Stop Signal, Consistry 
continuous short blasts on the ship's whistle. 

4. The volume of oil loaded is accurately available at all times, 
the Terminal, and periodic comparisons should be Made dete, 
the tanker and Terminal figures. 

5. The question of ship or Terminal responsibility to stop 
loading the required quantity will be discussed and agreed te, 
loading commences, during the Pre-Transfer Conference. 
Request for the Terminal to stop the flow of cargo # 
determined tonnage must be in writing. The request must inc, 
the statement by the ship’s Master that the Company will my, 
held responsible for any error, and that in the case Of the yw 
pore cree the excess cargo cannot be pumped bay 
the FSO. 


Hose Connection: 

1. Upon completion of the mooring operation, the loading hos, 
be connected to the tanker port manifold which must be preps 
to accept 1x16in. 150 ASA flange prior to berthing. 
connection will be made by the ship's crew under the supens 
of a responsible deck officer. The Mooring Master or his assis 
will advise on the correct procedures to be adopted. 

2. Depending on the freeboard of the tanker, the weight of the ty 
string to be lifted could approach 10 tons. All tankers 
Belida Marine Terminal must have their port derrick rigged to# 
least 10 tons. 

3. The mooring boat will tow the tanker end of the hose to a pos 
below the manifold area and connect the ship's cargo rune 
the “Hose Pick-Up Chain”. The hose will then be lifted to a post 
above the main deck, so that the ‘“Hang-Off Chain” can be m 
fast to the hose bitts using a snubbing chain, such that thee 
flange will closely align with the required manifold flange. Thee 
end will then be lowered to the deck and the blind flange wi 
removed. The hose flange will normally be connected to! 
manifold by a quick release Camlock coupling. 

4. When the hose is connected, the length between the manifods 
rail will be supported by a nylon sling to ensure that theres) 
undue strain on any part of the manifold or hose string. 


High Flow Rates: Masters are provided with, and asked to acknowet 
receipt of a letter warning of the serious consequences of total), 
partially closing valves against the flow of oil from the Terminal. Sw 
damage to the Terminal equipment result from such malpractice, a 
of all direct and consequential damage shall be for the accovt 
vessel's Owners, and any persistantly offending vessel will nm) 
subsequently accepted for loading. 


Hose Disconnection: |mmediately prior to completion of loading’ 
ship's crew and one deck officer should be placed on stand-by #? 
cargo manifold, ready for hose disconnection. When the tank 
informed by the FSO Control that all flow has ceased, the hose# 
butterfly valve will be closed, followed by the tanker's manifold 
Once the spool piece has been drained into the tanker drip tray,’ 
hose will be disconnected from the manifold (sufficient drip tray vow 
must be available to contain any oil remaining in the spool piece® 
reducer). The hose support slings will be removed, and the biind fy 
will be replaced on the hose. The weight of the hose will be take”! 
the derrick on the pick-up chain, to allow the snubbing chain ©? 
released from the hose bitts. The hose will then be lowered to the w® 
where the mooring boat will disconnect the cargo runner. 


Belida Crude Oil Specification: 
Gravity at 60°F Approx. 45.0 
Salt Content N/A 


B.S. & W. N/A 

Sulphur 0.02% WT 

Pour Point Approx. 60°F 
Viscosity 5.64 cst. at 80°F 


Reid Vapour Pressure N/A 


Cargo Documentation and Inspection: 

1. Documents such as Bills of Lading, Quality Certificate, Qut* 
Certificate, Time/Loading Report, Certificate of Origin, a 
Manifest and Master's Receipt for Documents/Samples, & M 
prepared at Belida Marine Terminal. When the abet 
completed loading, the document will be completed an pe 
aboard the tanker for the Master's signature. Signing &™ 
documents by the Master will take place at the same time 3 
final departure clearance formalities are being carried out ust 

2. Immediately upon completion of loading, the official Bill 0 - 
quantity will be relayed to the Mooring Master by radio. Int . 
of a dispute, the vessel will then be requested to We 
measurement and calculations of the quantity, and the ) 
Master will witness such measurement and calculations. A®* 
ship and shore figures have been verified, should an apes 
difference still exist, receipt of a Letter of Protest my 
acknowledged by the Mooring Master. To maintain be 
Documents”, Masters are not to put any notes or protest 
prepared Cargo Documents. 
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of Protest, if any, should be handed to the Mooring Master 

ior further delivery to Conoco Indonesia Inc. The Mooring Master 

wil acknowledge receipt of the Note of Protest only, and is not 
to signify acceptance of such letters. 

From time to time Owners, Charterers, Consignees, or other 

4 interested parties may appoint third party oil inspectors to survey 
the loading operation on their behalf. Any delays caused by such 
survey/S S all be considered “vessel delays”. 

Procedures: 

“immediately after the loading hose is disconnected, unmooring of 
vessel will commence. The support vessel at the stern of the 
tanker will be released, but will remain on location to assist. Upon 
from the Mooring Master, the mooring hawsers will be 
neaved in by the tanker, and the mooring connections will be 
released. In some cases it may be necessary to briefly ring the 
engines ahead to relieve the weight on the moorings. As soon as 
the moorings are released, the engines will be rung astern, and 
the vessel will back away from the FSO. During the move astern, 
the mooring hawsers will be lowered into the water by easing back 

on the pick-up ropes. i f 

2 When the vessel is safety clear of the FSO, the Belida Terminal 
mooring equipment will be taken from the forecastle to the port 
derrick, to be transferred to the support craft together with the hose 
connection equipment. ; 

3 Any remaining cargo calculations and paperwork will be completed 
prior to the disembarkation of the Mooring Master. Upon completion 
of all formalities, the vessel will make a good lee to disembark 
Terminal personnel and Government Officials. Upon 
disembarkation of all such personnel, the vessel must clear the 
Terminal area as directed by the Mooring Master before his 
departure. 

#ALLAST: Ballast Operation: There are no ballast or slop reception 
selties at Belida Marine Terminal, therefore all vessels must arrive with 
san ballast suitable for discharging directly to sea in accordance with 
ee standards set by International Conventions. Vessels arriving with 
wast unsuitable for discharge to sea will be rejected for loading. Any 
wker rejected because of contaminated ballast or sea pollution will 
womatically invalidate her Notice of Readiness, and will lose any 
monty of loading. Vessels discharging contaminated ballast overboard 
wi be subject to the anti-pollution laws of Indonesia. Penalties for 
®lution are Severe. Vessels arriving at Belida Marine Terminal should 
rantain 30% of Summer d.w.t., to ensure safe handling and 
sanoeuvrability in the prevailing weather and sea conditions and in 
xeordance with the good practice of seamanship. Propellers must be 
mmersed. Whenever possible, loading procedures should be so 
— as to allow for concurrent deballasting and verses operations, 

that at least 2 valve separations can be maintained. Permanent 
talast should not be discharged before the vessel has loaded at least 
he equivalent amount of cargo. 

The Mooring Master or his assistant may accompany the Independent 
Cago Surveyor in witnessing the tank inspection prior to loading, but 
winot sign certificates attesting to the emptiness or cleanliness of tanks 
‘ybading. The ullaging of the slop tank and determination of oil content 
vialso be witnessed. 


WEDICAL: No facilities available. 
FRESH WATER: Not available. 
FUEL: Not available. 


WSTOMS ALLOWANCES: Bonded Stores: Cigarettes, cigars, 
‘acco, matches, spirits, wine, beer, perfume, arms, ammunition and 
mssibly other items have to be locked up under Custom Seals from 
eof arrival of ship in port until time of leaving territorial waters. Each 
son is allowed to bring in 200 cigarettes or the equivalent weight of 
tecco or cigars. Special allowance is made for the Master under 
Seal circumstances. After the ship is all secured, the Customs Officer 
"seal the stores. 

_amiving from a foreign port, the Agent will prepare the General Cargo 
‘aration form stating the cargo onboard the tanker and attaching 
Sopriate shipping documents. 

he tanker is arriving from an Indonesian port, Form 5-P issued at 
“ast Indonesian port, will be retained by the Customs, and Pre-Arrival 
“ance at Belida is granted. The Harbour Master will submit a 
“our Report form for the Master to complete. 


SENERAL: 


“vices; Should it be necessary to supply divers, boats, materials, 
“pment or labour, to carry out repair work to enable the vessel to 
“tinue loading, any costs involved will be charged to the vessel's 
re at rate to be established at that time. These services will only 
~ Movided in emergencies. 
cae, There are no bunkers, no fresh water, no small boat hire, no 
"0 leave or shore services, and no medical assistance (except in 
of emergency) available at the Terminal. Information on port 
os in the area should be obtained from the vessel's Agent. 
re Leaving: Crew members cannot leave the vessel at Belida 
te cat xcept in cases of emergency. Even in an emergency it should 
a, sathat Seamen's Books may not be valid under local Government 
and a valid passport may be required. No crew change will be 
Seni during the period a vessel is in the Terminal Area. 
ng: Swimming in the sea around the Terminal is prohibited. 
~talic Drinks: Masters are advised that offering alcohol is strictly 
frks io 1 and are warned of the serious consequences of offering such 
tet enone Terminal staff and Government Officials who may board 


ammodation: Members of the Terminal staff, the Mooring Master 

Masel oy assistant, if any, will require accommodation throughout the 

Bears Stay in port. The Mooring Master shall be accommodated in the 

‘ten inwarters, and his assistant in the crew's quarters. Meals will be 
the appropriate mess room. 
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WEATHER/WIND/TIDE: Weather Pattern: 

1. Winter — The Northeast Monsoon Season: In the Belida Oil Field 
area, the Northeast Monsoon becomes established during 
November, although in some years it may not blow regularly until 
December. During this period, the wind direction over the average 
force, when fully evolved, is about Force 4 South of Latitude 5° 
North and Force 5 to the North of this latitude. The wind tends to 
blow in successive pulsations, periods of comparatively fresh wind, 
followed by periods when the wind is less strong. At times the wind 
freshens to Force 6 or 7, while at other times it does not exceed 
Force 3. The frequency of Force 7 winds is estimated to be about 
1% in most of this season, probably reaching 2% — 3% during 
December, the month of greatest frequency. 

2. Summer — The Southwest Monsoon Season: From about May to 
October, winds are predominantly Southwesterly, mainly Force 3 
or 4. Over the open sea, the Southwesterly winds can reach 
Force 6, but nearer the coast they are weaker and more irregular. 
During October, the winds become variable before the onset of the 
Northeast monsoon. 

Although poy Se Summer, monsoon wind speeds of Force 7 
are rare, squalls, known locally as Ribut, in which gale force winds 
may be experienced temporarily are fairly common. The most 
dangerous type is the arch squall, which is preceded by clouds 
rising from the horizon in the form of an arch, heavy rain is usual 
when the arch is passing overhead. 

Currents: The surface currents of the Natuna Sea in the Belida Oil Field 
area are wind generated, and currents therefore will be in the direction 
of the prevailing monsoon. These currents will generally exceed one 
knot and on occasions exceed two knots. 

Typhoons: The Natuna Sea area is not normally affected by typhoons. 
Tidal Streams: Tidal streams can be expected to reach 1.5 knots during 
Spring tides. 

Relative Humidity: This is high over the area for most of the year, 
averaging about 90% — 95% in all months at 0700 hrs., and falling to 
about 70% — 74% by 1300 hrs. 

Temperature: The average air temperature is high throughout the year. 
April is the warmest month with a mean daily air temperature of about 
poste, January is the coolest month with a mean daily temperature of 

The average sea temperature typically lags 1 to 2 months behind the 

air temperature with warmest mean temperatures in June/July of 85°F 
and coolest mean temperatures in January of 65°F. 

Fog and Visibility: Fog is rare throughout the area. However, during rain 
squalls visibility can be extremely limited. 

Rainfall: Average annual rainfall in the Belida area is about 100 in. 
Rainfall is most abundant from about October to January, i.e. at the 
onset and in the early part of the N.E. Monsoon. However, thunderstorms 
and heavy rain squalls occur frequently throughout the S.W. Monsoon. 


AGENCY: Procedure for Appointing Agent: Indonesian Government 
Regulations require that Pertamina Directorate of Shipping and 
Telecommunication be appointed General Agent for all tankers 
proceeding to load in Indonesia. 
Address : Pertamina Directorate of Shipping and 
Telecommunication 
Attention: Agency Department 
19th Floor, Pertamina Building 
JI. Medan Merdeka Timur 1A 
Jakarta, Indonesia 


Cable address : Pertaminaship 1A 
Telex No. : 44450 and 45348 
Telephone No. : 343 806, 303 3356, 


303 3307, 303 3305 

For vessels arriving for the first time in Indonesian waters, Owners 
and Charterers are requested to appoint Pertamina Directorate of 
Shipping and Telecommunication Agency Department as General Agent 
to attend the vessel at Belida Marine Terminal by Letter of Appointment. 
This Letter of Appointment must be endorsed by the nearest Indonesian 
Consulate to point of dispatch of the letter, and must be sent at least 
2 weeks prior to ship's arrival. The above applies also to vessels which 
may have changed their name and vessels from whom the Letter of 
Appointment has expired. Owners or Charterers can attach a list of 
vessels under their management/control which are scheduled for 
operating in Indonesian waters. In such cases, the single Letter of 
Appointment will be valid for all ships named in the letter. 

Letters of Appointment have a validity of one year, after which they 
must be renewed. Each tanker entering Belida Marine Terminal must 
have requested and been granted an entry or agency permit prior to its 
arrival. It is vital that the General Agent received the following information 
2 weeks before vessel's arrival, to enable the necessary permits to be 


obtained from the Government Directorate General of Sea 
Communications: 

(a) Name and full address of Owners. 

(b) Name of tanker and call sign. 

(c) Deadweight tonnage and length overall. 

(d) Flag and Port of Registry. 

(e) Certificate of Registration Number. 

(f) Name of Master. 

(g) Number of crew. 

(h) ETA at Belida Terminal Anchorage Area 

(Lat. 04° 11’ 15.0” N., Long. 105° 05’ 47.0” E.). 

(i) Last Port of Call. 

(j) Intended Indonesian Ports of Call. 

(k) Destination after loading. 

(1) Quantity and types of Crude Oil to be loaded. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng, 


Advance Payment: Advance payment for Agency and Government 
Charges should be made to: 

“Pertamina Agency” 

Account No. 0089-690 384 020 

Bank Negara Indonesia 

Cabang Gambir 

Jl. Kebon Sirih 77A 

Jakarta — Indonesia 

Telex: 44450-45348 

To facilitate handling preparation, Owners/Charterers are required to 

telex “Pertamina Directorate of Shipping and Telecommunication”, 
advising Telegraphic Transfer (T.T.) Number, the name of the vessel 
for which the T.T. is made and Indonesian Port of Call. In those 
instances, where advance payments exceed the actual Port Charges 
and disbursements, the balance will be credited to the Owners/ 
Charterers’ accounts or remitted by the Agent. Neither Pertamina nor 
Conoco Indonesia Inc. will be responsible for demurrage, expenses, or 
other charges resulting from failure to pre-arrange obligations in this 
manner. 


SHIPMASTER’S REPORT: February 1993. 
Operator: Conoco Indonesia Inc. 
Cargo: Specifications of Belida Crude Oil at date of loading: 

API at 60°F.: 46.2. 

Salt Content: N/A. 

B.S. and W.: 0. 

Sulphur: 0.02% WT. 

Pour Point: 50°F. 

Viscosity: 5.64 cst. at 80°F. 

Reid Vapour Pressure: N/A. 

Loading Temperature: 38.5°C. 

Terminal Limits: DPPA (Wellhead Platform): 
Lat. 04° 08’ 38.19” N., Long. 105° 06’ 30.27” E. 

Calm/FSO: 

Lat. 04° 07’ 57.30” N., Long. 105° 07’ 43.09” E. 

A prohibited area is established — bounded within a radius of 500 m. 
from a line joining the above positions. Vessels shall not enter this area 
without a Conoco Mooring Master on board. In an area within a radius 
of one nautical mile from a line joining these points, anchoring of vessels 
is strictly prohibited. 

Terminal: Belida Terminal presently consists of a Drilling and Production 
Platform A (DPPA). There is a flare on the DPPA, which is visible from 
a great distance. It has a helipad. There are plans for installation of 
3 more platforms. 

Radio: \nitial communication is on VHF Channel 16, call sign “Belida 
Terminal”. Working channel is VHF Channel 9. 

Anchorage: Anchorage area is centered in the following position: 

Lat. 4° 11’ 15.0” N., Long. 105° 05’ 47.0” E., which is the centre of a 
circle with radius 1.0 miles. Holding ground is good. Water depth 
approximately 250 ft. 

FSO: The floating storage and offloading facility (FSO), named “Intan”, 
is a converted 178,000 d.w.t. tanker, LOA 300 m., storage capacity 
1,250,000 bbis. 

The “Intan” has a helicopter platform at her stern. A Racon (UV) is 
fitted on the bridge on the vessel and the vessel is moored to an SPM. 

Water depth in the area is approximately 250 ft. 

At the stern of the “Intan” are the mooring ropes and floating cargo 
line. 

2x17 in. circumference nylon mooring lines, 70m. long, and to 
OCIMF standard, with a load cell are fitted. For vessels of our size 
(83,000 d.w.t.), only one mooring rope is used, made fast on the AKD 
stopper. 

The oil from the “Intan” flows through a metering system before 
reaching the 20 in. diameter floating string (total length of 1,200 ft.). 

Mooring to the “Intan” is done in tandem. Messenger line from the 
approaching vessel is made fast to the end of the pick-up line, which is 
held in a launch/dinghy. Mooring is done in the normal SPM way. 


A tug makes fast at the stern of the vessel by means of a ship's line. 


Restrictions: No berthing between 1600 hrs. and 0600 hrs. local time 
(approx.). No restrictions on unberthing. 
Time: GMT plus 7 hours. 
Max. Size: 50,000 d.w.t. — 230,000 d.w.t. 
Deballasting: Maintain 30% deadweight throughout the operation. 
Manifold Size: 16 in. 
Max. Loading Rate: Through 1 x16 in. hose — 32,000 bbis/hr. 
Pilot: Pilot boards close to anchorage after anchor is aweigh. One of 
the available supply vessels acts as pilot vessel. 
Authorities: Customs, Immigration, Health, Harbour Master and Agent 
all board the vessel after she is moored. 
“Q" flag and “N" flag (Immigration) should be displayed till clearance 
is granted. 
Documents: 
1 copy Declaration of Health. 
10 copies Crew List. 
1 copy Vaccination List. 
5 copies Personal Effects List. 
5 copies Bonded Stores List. 
5 copies Stores List. 
2 copies Ship's Particulars. 
5 copies List of Narcotics. 
5 copies Cargo Manifest. 
1 copy Outward Clearance from Last Port. 
The Outward Clearance is received during the visit of the Authorities. 
During the loading operation, only the Loading Master/Mooring Master 
remains on board. 
Documents are received approximately 30 minutes after completion 
of ship's calculations. They are prepared on board the “Intan’”’. 
After completion of documents the vessel can sail. 
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AUTHORITY: 

Conoco Indonesia Inc. — Conoco Indonesia Inc. is a 
subsidiary of Conoco International Inc., Houston, Texas A. 
operator for a group of oil companies having a working interes, ' 
contract area designated as the Belida Oil Field (Block “B") in the 4 
Sea, which is held by the group together with Pertamina, th 
Owned Oil Company, under a Production Sharing Contract. The 
consists of the following companies: an 

1. Pertamina, 

No. 1, Jalan Medan Merdeka Timur, 
Jakarta, Indonesia. 
2. Conoco Indonesia Inc., 
Mulia Tower Lt. 3-6, 
Jalan Jenderal Gatot Subroto, 
Kav. 9-11, 
Jakarta 12930, Indonesia. 

3. Conoco International Inc., 

P.O.Box 2197, 
Houston, 
Texas 77252, USA. 

4. Texaco Block B South China Sea Inc., 
2000 Westchester Avenue, 
White Plains, 
NY 10650, USA. 

5. Inpex Natuna Ltd., 
No. 8-10, 2-chome, 
Toramon, Minota-ku, 
Tokyo 105, Japan. 

6. Chevron Corporation, 

225 Bush Street, Room 1627, 
San Francisco, 
CA 94104, USA. 

Conoco Indonesia Inc., as the operator of the group, produces 
oil from the Belida Field, Natuna Sea, known as “Belida Crude Of; 
delivers the crude oil to tankers for export to world markets. 
Nomination: Tanker nominations for Belida Crude Oil liftings; 
coordinated through Conoco International Inc. (Singapore Bray 
Singapore (Telex: RS 50645 Cll. Fax: (65) 3450792) and Co 
Indonesia Inc., Jakarta. 

Tanker scheduling is coordinated for all the partners by Cop 
Indonesia Inc., Jakarta. 


BENGKULU (Pulau Baai): 03.46 S. 102.16 E. 
(See Pe 


LOCATION: The Port of Pulau Baai is located approximately 2) 
South of Bengkulu. 
PILOTAGE: Compulsory. 
ANCHORAGE: Vessels anchor in position 03° 47.5’ S., 102° 115! 
RESTRICTIONS: The fairway is 800 m. in length and 400m" 
Depth of fairway 10.0 m. at LWS. 
MAX. SIZE: 12,000 d.w.t. Max. draft 9.0 m. 
RADIO: Bengkulu Coastal Radio Station, call sign PKC 53. 
VHF: Bengkulu Coastal Radio Station on Channels 16 aw 
(24 hours). 
TUGS: 1 250 h.p. tug. 
BERTHING: There is a concrete wharf for ocean going vessels. Ley 
of wharf 165 m. Depth alongside 10.0 m. at LWS. 

There is a domestic wharf for small vessels. Length of wharl 12 
Depth alongside 4.0 m. at LWS. 
Storage: There is a godown at the ocean going wharf of 2.450% 
and a godown at the domestic wharf of 1,750 sq.m. There is as! 
open storage area of 5,413 sq.m. 
CRANES: 24 — 25 tons mobile cranes. 53 tons fork lifts. 
STEVEDORES: Available from the labour pool (YUCA). 
MEDICAL: Hospital available. 
FRESH WATER: Fresh water is available in limited quantities. 
FUEL: Available. 
REPAIRS: No facilities for repairs. 
GENERAL: There is a barge with capacity 150 tons. 
AUTHORITY: Harbour Master. Te/: 31344/31409. 


BENOA: 08.45 S. 115.13 E. (See Pe 


PILOTAGE: Compulsory. Pilot boards at the anchorage and & 
daylight only. 
ANCHORAGE: Vessels anchor in position 08° 46’ 20” S., 115°14# 
Depth of water in the anchorage 12.0 m. 
RADIO: Benoa Coastal Radio Station. Call sign PKD-5. 
Frequencies: 6,945 kHz. and 500/487.5 kHz. 
Class emission: A1 — 0.05 Kw. 
TUGS: There are 2 tugs available but they are used for cargo pee 


only. 

BERTHING: There is one pier with a length of 206 m. and a oF 
6.0 m. at LWS. There is also a wooden pier with a length of 225* 
a depth of 6.0 m. at LWS. 

Storage: There is a godown with an area of 1,128 sq.m. 

Fork Lifts: 2x3 ton capacity fork lifts available. 
STEVEDORES: Stevedores are available from the labour poo 
MEDICAL: Hospital facilities available. 
TANKERS: Tankers for Pertamina berth at the wooden pier 
FRESH WATER: Available. 

FUEL: High speed diesel available in limited quantities. 
REPAIRS: There are no facilities available for repairs. 
GENERAL: No barges available locally. 


- quk:01.10 S. 136.05 E. (See Plan) 


TAGE: Compulsory. Pilot boards vessel at the anchorage. Pilot 
no 6 hours notice of arrival and 3 hours notice of departure. 
SEWORAGE: Vessels anchor in position 01° 12’ 12” S., 136° 05’ E. 
sesTRICTIONS: Maximum draft for entering channel is 11.0 m. 
nid: Biak Coastal Radio Station. Call sign: PKY2. 
maguencieS: 2,182 kHz and 6,215 kHz (J3E) and 8,366 kHz (A1). 
wwf: Biak Radio (8 ATZ) on Channels 16, 12 and 14. 
5: Available. 
ONG: There is a concrete wharf, length 142.0 m., breadth 15.0 m. 
depth alongside s 2.0 m. at LWS. There are mooring buoys off the 
the wharf. 
There is a godown of 3,800 sq.m. and open storage area of 
m. 


swage: 
beg ie: 3 fork lifts with capacity 1.5 tons — 3.5 tons. 
CRANES: 1x12 ton mobile crane. 
sfEVEDORES: Stevedores are available from labour pool U.K.A., this 
; by Agent. 
: Hospital facilities available. 
sReSH WATER: Fresh water available alongside the wharf. Pumping 
4tp.h. 
Se vLnied supplies of high speed diesel available. 
s€PAIRS: There are no facilities for repairs. 


qMA: 08.25 S. 118.42 E. 


)OCUMENTS: 

§ Crew Lists. 

§ Vaccination Lists. 

§ Stores Lists. 

§ Passenger Lists. 

MLOTAGE: None available. 

INCHORAGE: 300 m. off the quay in depth of 16 m. 
RESTRICTIONS: None, vessel may enter harbour day or night. 
WAX, SIZE: Not limited at anchorage. 
DIO: Coastal Radio Station, cable address ‘“Peini Bima” by Post 


fice. 
TGS: No tugs available. 
#ERTHING: Entering and sailing allowed after dark. No berthing 
wlties except for very small ships. 
STEVEDORES: Ordered by Agent. No work allowed on Muslim 
‘days, New Year and 17th August. 
MEDICAL: 1 government hospital available. 

FRESH WATER: Not available. 

FVEL: Not available. 
_GANGWAY/DECK WATCHMEN: None available, Police and Customs 
sheers posted on board. 
 PENING/CLOSING HATCHES: Carried out by stevedores. 
_ARPORT: Flights from Bima to Sumbawa, Ampenan and Bali by AOA 
lmud (Dakota) every Sunday, Tuesday, Thursday and Saturday. 
IME: GMT plus 8 hours. 
*0LIDAYS: Muslim holidays, New Year, 17th August. 
TELEPHONES: No phone connections between ship and shore 


WHORE LEAVE: Crew members are allowed to go ashore and arranged 
¥ 


ts. 
RAL: 1 motor-boat, 4 lighters each of 15 tons and 1 lighter of 
Sions. Loading general cargo, live buffaloes and fodder. For heavy 
#0 max. 7 tons each lift can be handled through lighters. 


MA MARINE TERMINAL: 05.46 S. 107.04 E. 
(See Plan) 


“CATION: Bima Marine Terminal is an open, unsheltered mooring in 
P Sea, located approximately 020°x24 nautical miles from 


‘ere are 3 standard type Single Buoy Moorings situated as follows: 
'. Citra Ayu" SBM (Buoy No. 7, Storage Tanker Buoy). 
Lat. 05° 46’ 02” S., Long. 107° 04' 14” E. 
2 Storage/Export SBM (Buoy No. 8, as standby SBM). 
ag 05° 45’ 25” S., Long. 107° 04’ 52” E. 
‘is SBM can be used either as a Storage tanker buoy or as the 
"for tanker buoy whenever required. 
3. Export SBM for tankers loading from “Citra Ayu” (Buoy No. 9). 
Lat. 05° 44’ 49” S., Long. 107° 05’ 29” E. 
@ Ayu” is a chartered storage tanker used as the main floating 
Mee and export facility at Bima Terminal. 
OLLOWING ITEMS ARE OF PARTICULAR IMPORTANCE: 
No dirty ballast. 
Tankers with dirty ballast will be rejected and will have to tender 
2 new Notice of Readiness upon second arrival. 
h No shore leave. 
No crew changes. If emergency conditions prevail, for 
Manitarian reasons, exception to the foregoing may be 
Fi Permitted. All expenses incurred will be for ship's account. 
5 yo Sores available. 
: No clinic available. 
The laws of Indonesia govern this terminal and all personnel are 
) Do to abide by them. 
th Ting daylight hours the Indonesian Flag must be flown 
3 Birvghout the vessel's stay in port. 
9 aps Terminal time is GMT plus 7 hours throughout the year. 
ip bunkers are available. 
'"8rtamina Directorate of Shipping and Telecommunications 
akarta handles all Agency matters for tankers. 
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11. The unit of currency is the Indonesian Rupiah. 

The rate of exchange varies from time to time. The Master can 
obtain the current exchange rate from the Agent. 

12. There are no Consulates available at Bima Marine Terminal. 
However, there are many Embassies and Consulates 
represented in Jakarata. 

13. Language of the port is English and Indonesian. 

14. Only authorised personnel or visitors are permitted on the storage 
barge and/or export tanker. 

15. No fresh water is available. 

16. No slop tanks are available. 

17. The crude oil testing laboratory is equipped to perform the 
following tests: API Gravity, B.S. & W, Pour Point and RVP. Any 
additional tests that may be required will be performed in Jakarta. 

18. For convenience, mail for personnel on incoming tankers may be 
sent to the Pertamina Agency Jakarta Office for delivery to the 
tanker when it arrives at the Bima Marine Terminal. Except on 
an emergency basis, spare parts or other material will not be 
accepted for delivery to incoming tankers. 


DOCUMENTS: The Agent prepares the Ship's Documents Check List 
Form to check the validity of each document. 

These documents are: Certificate of Registry, Ship's Construction 
Certificate, Load Line Certificate, Safety Equipment Certificate, Safety 
Radio/Telegraphy Certificate, Cargo Gear Certificate and Derat 
Certificate or Derat Exemption Certificate. This List is then delivered to 
the Harbour Master with the following documents attached: Last Port 
Clearance, Crew List approved by the Immigration Officer and Light 
Dues Receipt if arriving from another Indonesian port. 

The Harbour Master issues a Port Clearance at departure provided 
clearance is also granted by the other governmental authorities. 
A Panamanian Port Clearance for Panamanian Flag vessels is not 
required at Bima Terminal. 

The Immigration Officer requires 2 copies of the Crew List and will 
check the ship's articles and the passports of the crew. When these 
documents are found to be in order, an Arrival Clearance will be marked 
on the Crew List. 
eat Documentation: Documents such as Bills of Lading, Certificate 
of Quality, Certificate of Quantity, Dry Certificate, Ullage Certificate, 
Loading Time Report, Certificate of Origin, Cargo Manifest and Master's 
Receipt of Documents/Samples, etc., are prepared at the Terminal. 

When the tanker has been loaded, the documents shall be completed 
and be taken aboard the tanker for the Master's signature. 

Signing of these Documents by the Master will take place at the same 
time final departure clearance formalities are being carried out. 

Notes of Protest, if any, should be handed to the Mooring Master for 
further delivery to Atlantic Richfield Indonesia Inc., Jakarta. 

Please note that the Mooring Master will acknowledge receipt of the 
Note of Protest only and is not authorised to accept such letters. 
Departure Procedure: Prior to the vessel's departure, the Immigration 
Officials require 6 copies of the Crew List to be marked for “Departure 
Immigration Clearance”, and duly signed, it will be distributed as follows: 


Master of the vessel 1 copy 
Harbour Master 1 copy 
Customs 1 copy 
Pertamina Agent 1 copy 
Immigration 2 copies 


Upon presentation of the Crew List which is signed and marked for 
Departure Immigration Clearance the Harbour Master will issue the Port 
Clearance. 

Final clearance formalities will be carried out aboard the tanker after 
completion of loading. 

Before leaving the terminal area the Master should advise the terminal 
the vessel's ETA at destination through the Mooring Master. 


APPROACHES: Approach information can be obtained by radio from 
the terminal. Under normal weather conditions, if a tanker is scheduled 
to berth upon arrival, the Mooring Master will board such tanker in close 
vicinity of the mooring area. 

In addition to the 3 single point mooring buoys for export tankers and 
the storage tanker, oil wells and production structures are located South 
from the storage barge which constitute a hazard to navigation for 
mariners. 

SBMs, Storage Barge and Structures within Bima Marine Terminal 
area display the following characteristics: 

(1) Storage: ‘‘Citra Ayu"’ and SBM (Buoy No. 7): 

By day, the black ball as required by Rule 30, paragraph A of the 
Regulations for Preventing Coilisions at Sea. Storage barge at 
night displays the lights for a tanker at anchor as required by the 
Regulations for Preventing Collisions at Sea and is equipped with 
automatic fog signals at the bow and at the stern. 

The “Citra Ayu" SBM (Buoy No. 7) shows a white light flashing 
every second, visibility 5 miles. 
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(2) Standby Storage/Export SBM and Export SBM (Buoys No. 8 
d 9): 


an ; 

(a) Awhite light flashing every second, visibility 5 miles, mounted 
on the rotating deck of each SBM. All Export SBMs are fitted 
with radar reflectors. 

(b) 1 yellow coloured light buoy marked with yellow cross on top 
and yellow coloured light flashing period 2 seconds (0.5 
second flash + 1.5 dark), 4 miles visibility equipped with radar 


reflector. 
05° 41’ 10’ S., 


Position of the 
107° 07' 20” E. 
(3) Crude Oil Production Platforms Facilities: 
There are 5 crude oil production platforms, 32 wells, 1 processing 
platform and 1 quarters platform within the Bima Marine Terminal 


. Lat. 05° 47’ 15.0” S., Long. 107° 04’ 00.0” E. 
B. Lat. 05° 47’ 42.5" S., Long. 107° 02’ 28.0” E. 
D. Lat. 05° 46’ 39.8” S., Long. 107° 02’ 12.5” E. 
E. Lat. 05° 47’ 16.0” S., Long. 107° 02’ 04.0” E. 
.F. Lat. 05° 48’ 07.0” S., Long. 107° 01’ 48.0” E. 
PCP (Process Platform) 
Lat. 05° 47’ 17.0” S., Long. 
PCS (Quarters Platform) 
Lat. 05° 47’ 19.0” S., Long. 107° 03’ 04.0” E. 

In addition to the above specified obstructions and navigational aids, 
all platforms display interrupted quick flashing white lights. 

The storage barge, flow stations, and quarters platform will brightly 

illuminate the areas around them at night through the use of normal 
working lights. 
PILOTAGE: Tankers waiting to load shall wait their turn in the 
recommended anchorage area, and shall maintain radio-telephone 
contact with the terminal using the International Marine Calling and 
Safety Channel 16 (156.8 MHz) for terminal instructions. 

The Mooring Master will act on behalf of the company to acknowledge 
receipt of tanker's Notice of Readiness. 

Masters of tankers are reminded that due to operational reasons, 
ship's Notice of Readiness (N.O.R.) will not be accepted between the 
hours of 1630 and 0530 unless the company, in order to accelerate 
ship's turn-around time, is willing to accept same. In any case, N.O.R. 
will not be accepted for a time earlier than when; 

(a) The Master has received the Mooring Master onboard. 


light buoy: Lat. Long. 


107° 03’ 02.0" E. 


or 

(b) The tanker has anchored within the recommended anchorage 

area, and has advised the terminal the time of anchoring. 

Exception to (a) and (b) above will be if the tanker is within the 
anchorage area awaiting arrival of the Mooring Master and has been 
requested by the terminal not to anchor. In this case N.O.R. will be 
accepted from the time the terminal requested the ship not to anchor. 

In order to meet safe and efficient marine operations, tankers are 
recommended to arrive during daylight hours. However, if on ship's 
arrival the required Loading Clearance is not yet received at Bima Marine 
Terminal then, in this case, the acceptance of N.O.R. will be the time 
when such clearance is received on the storage tanker “Citra Ayu” or 
whenever the tanker is secured. 

The Company reserves the right to decline to berth a specific tanker 
if its condition or facilities are unsafe for berthing or loading even though 
the berth may be open to other tankers. 

The decision of Atlantic Richfield Indonesia Inc.'s Terminal Section 
Manager or his designated assistant to berth or not to berth a tanker 
shall be final. 

ANCHORAGE: For tankers requested to anchor, the recommended 

anchorage area is an area Northeastward from the single point mooring 

buoys enclosed by a line drawn through the following positions: 
A. Lat. 05° 43’ 00” S., Long. 107° 06’ 00” E. 
B. Lat. 05° 41’ 30” S., Long. 107° 07’ 10” E. 
C. Lat. 05° 42’ 50” S., Long. 107° 08’ 37” E. 
D. Lat. 05° 44’ 20” S., Long. 107° 07’ 28” E. 

Prior to arrival Masters of tankers should contact the terminal for 
instructions concerning anchorage positions. 

Refer to “Radio” for further instructions. 

Under no circumstances should an export tanker enter the Restricted 
Area without a company Mooring Master aboard. 

The attention of Masters is drawn to the existence of underwater 
oe in the Restricted Area. 

ESTRICTIONS: Berthing during daylight hours only. Maximum 
distance bow to manifold is 500 ft. 

MAX. — 250,000 d.w.t. Depth of water in approaches and at buoys 

is 110 ft. 

HEALTH/IMMIGRATION/CUSTOMS: See “General” before first port. 

RADIO: Advice of Arrival by Cable or Telex: It is important that all 

rie pari advise Bima Marine Terminal 72 hours and 48 hours 

before ETA, giving the best estimate of ship's arrival at the terminal, via: 

Cable Address: Ardjak, Terminal Section, Jakarta 

Telex: 011-47390 Jakarta. 

Time to be used for ETA is “Golf” (local) Time Zone of GMT plus 
7 hours throughout the year. The first message should also include the 
following information: 

1. Name of tanker and Radio Call Sign. 

Cargo requirements. 

. De-ballast time. (Note: if a separate/permanent ballast system is 
fitted, ability of ship to load crude oil and discharge ballast 
simultaneously must be stated. 

. Maximum loading rate. 

Arrival draft, forward and aft. 

Last Port of Call. 

Confirm that vessel has clean Bill of Health. 

If there is any sickness aboard, give whatever information is 

available as to the possible type of sickness. 

. If cholera inoculation required, advise number required. 

. Distance in feet from the bow to tanker’'s loading manifold. 


on 
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Further ETA messages should be sent to Bima Marine T, 
the above cable address or telex number when the tanker js 24," 
and 12 hours distant from the terminal and any other time, 
appreciable change occurs in the original ETA or subsequent mi 


RADIO COMMUNICATIONS: 
(1) VHF/FM Radio Telephone: (International Marine Calling and § 
Channel 16. Frequency 156.8 MHz). 

Masters are recommended to use this system when they arrives 
radio range of Bima Marine Terminal, particularly when " 
port, if poor visibility exists the tanker’s approach may not be 
Attention to VHF communications may be the only means of amy 
delay in berthing. 

During berthing, the ship's radio will be under the sole Control gy 
Master, and the storage barge radio will be under the sole Control gi 
Terminal Superintendent or his assistant. Masters are remindeg 
tankers are requested to anchor to await berthing, it is their res, 
to maintain constant listening watch on VHF Channel 16 to racy 
terminal instructions. 

Any delay due to failure to maintain a constant watch on Chane 
will be for the ship's account, and will not be included in Calculate 
Lay Time. 

Bima Marine Terminal is equipped with VHF/FM Radio-telephong, 
and continuous watch is maintained on Channel 16 (156.8 Mia, 
frequency 157.725 MHz. 

Tankers approaching the terminal should make initial conta: 
Channel 16. For subsequent inter-ship communication within: 
terminal a “Handie Talkie” VHF radio frequency 157.725 MHz. 
used by the Mooring Master. This frequency will not be for 
purpose use, unless clearance is obtained by the terminal, 4 
required for safety reasons. 

hould all radios on the tanker become inoperative, the 
signal i.e. continuous blasts on the ship’s whistle will be sounds 
notify the terminal of the radio failures. Upon hearing this signal te 
loading tanker, the storage barge will immediately stop loading 
Export Tanker until communications have again been establishe 


(2) High Frequency Single Side Band Radio Telephone: Aw 
message from incoming tankers may be relayed by HF/SSB. Ale 
Richfield Indonesia Inc., located in Jakarta, Indonesia, is inter-connes 
to Bima Marine Terminal via local communications system and mare 
a continuous watch on HF frequency 7320 kHz (upper side ban! 
mode. 100 watts, vertical whip antenna, call sign “8GJ9"). 


(3) Pertamina Control Radio Stations — HF/SSB: In the # 
incoming tankers are not able to contact Bima Marine Terminal! 
foregoing VHF/FM frequencies or by HF/SSB, Pertamina mai 
coastal radio stations located in Jakarta and Merak. 

Pertamina Jakarta Radio, call sign “PKI 2” may be contacted o* 
SSB using the following frequencies and during the following se 


hours: 
Frequency (kHz) Hours (GMT) Keep Watch (it 
52 0000 — 2400 500 


4 
8626 0200 — 0400, 0500 — 0600, 8363.2 — 834! 
0700 — 0800, 1000 — 1200, 
1400 — 1500, 1700 — 2000 
12980 0000 — 0200, 0400 - 0500, 12544.8 - 125 
0800 — 1000, 1200 — 1400, 12559.2 - 125% 
1600 — 1700, 2000 — 2200 
4419.4 | 0100 — 0400, 0700 — 0900, 4125.0 and 41! 
4425.6 1000 — 1100, 1300 — 1500, 
1800 — 2000 
6512.6 } 0000 — 0100, 0300 — 0400, 6215.5 and 62% 
6521.9 0600 — 0700, 1200 — 1400, 
1800 — 2000 
8759.2 0100 — 0300, 0400 — 0500, 
0700 — 0800, 1100 — 1200, 
1500 — 1600 
VHF Channels 9, 
16, 19 0000 — 2400 Channel 16 


Pertamina Merak Radio, call sign “PKQ” may be contacted 0” 
SSB per the following frequencies and during the following service 


Frequency (kHz) Hours (GMT) Keep Watch (® 

452, 500 0000 — 1600 500 

8626 0100 — 0200, 0900 — 1000, 8363.2 - 8364! 
1500 — 1600 8372.8 — 8373! 

4419.4, 4425.6 0000 — 0100, 1200-1400 4125.0, 41312 

6512.6, 6521.9 0200 — 0300, 0400 — 0500, 6206.2, 62155 
0800 — 0900 

VHF Channels 9, 

16, 19 0000 — 2400 Channel 16 


Masters should request the Pertamina Coastal Radio Station 0s 
the necessary information to Atlantic Richfield Indonesia Inc., r’ 
c/o Terminal Section during office hours and radio operator 
hours, by Tel: 737474 (18 lines), or by Pertamina internal tele 
number 18 which is the designated number for Atlantic 
Indonesia Inc. 

Also see “General” before first port. 


’ 

TUGS: Mooring Launches: For running lines as required, oe 

transporting Government Officials, Agents and other 4 

personnel to and from the export tanker, 1 suitable mooring ia? 

be available. PT 

There is also 1 tug available to assist mooring/unmoony J 
transport Government Officials to and from the export tanker & 
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FACILITIES: Single Buoy Mooring for Export of Crude Oil: 
genni is designed with double function capability i.e. as a storage 
sou and an Export SBM. SBM No. 8 is designed, during reasonable 
seu ions, to handle export tankers up to 250,000 d.w.t. Export 

No. 9 iS designed to handle tankers up to 250,000 d.w.t., weather 
at Each of the above loading buoys is equipped with a dual 
; smference floating braidline mooring rope together with anti- 
ars (length 26 ft.), so arranged as to avoid chafe to the mooring 
me while tankers are at the buoy. 
me oil loading hoses are to be connected to the ship's manifold 

port side of the export tanker. Tankers arriving are requested to 
a a, derrick on the port side raised and rigged, ready to lift aboard 
ee ieminal equipment. : | : 
crude oil tankers are loaded through 2 strings of 20 in. |.D. floating 
extending from each Export SBM, connected to the tanker's 
by rail hoses of 16 in. |.D. All crude oil tankers not having 
nose connections should provide their own reducers in such a 
» as not to cause any delay in the hose connecting operation. On 
} SBM's No. 8 and No. 9 the length of the hose strings is 900 ft. 
for crude oil tankers intending to load at Bima Marine Terminal, the 
from the bow to the loading manifold should not exceed 500 ft. 
The minimum loading rate at Bima Marine Terminal for crude oil tanker 
«15,000 bbls.p.h. Any tanker arriving unable to receive crude oil at the 
ove rate may be rejected. The storage barge loading to tankers on 
3M No. 8 or No. 9 can accomplish a maximum loading rate of 
proximately 35,000 bbis.p.h. through meters. 
norder to save time as well as to make the berth available for others, 


én. 


r srequested that ships receive crude oil as fast as it can be delivered, 


wo due regard for safety. 

\asters are reminded that for safety reasons, it is advisable to have 
seship half loaded as soon as possible. Rate can be reduced for toppi 
# tanks. When requested by the ship to stop, cessation of crude oil 
‘wis almost immediate. 

Vasters are also advised that the minimum quantity tankers can load 
#8ima Marine Terminal is 100,000 bbls. and the maximum is 1,200,000 
ys. At the sole discretion of the Terminal Manager or his designated 
ssistants and based on written request from the Master/Offtakers, 
akers may be allowed to load up to 1,500,000 bbis. 45%. However, if 
ee quantity to be loaded exceeds 1,200,000 bbis., Offtaker/ 


 Spowner(s) will be required to state that they waive any demurrage 
quad due to waiting on cargo and/or berth for loading. 


swage Tanker “Citra Ayu’: The Company's Main Offshore Terminal 
ministrative Office, Storage and Laboratory for testing crude oil stock 
Bima Terminal is a 236,000 d.w.t. storage tanker named “Citra Ayu” 
/ Bahamian registry. 

Overall length of the barge is 1,067 ft., and total crude oil capacity 
808,000 gross barrels. 

Crude oil from the “Citra Ayu” is delivered to tankers through Positive 
Dsplacement Meters, of which there are 4, each having a maximum 


capacity of 12,500 bbis.p.h. 


The "Citra Ayu" is moored to SBM No. 7 in position Lat. 05° 46’ 02” S., 
long. 107° 04’ 14” E. 

Export tanker loading crude oil from “Citra Ayu’ will be moored to 
$8M No. 9 or SBM No. 8. 

Position of SBM No. 9: Lat. 05° 44’ 49” S., Long. 107° 05’ 29” E. 
Position of SBM No. 8: Lat: 05° 45’ 25” S., Long. 107° 04’ 52” E. 
lBima Crude Specifications: 

‘Pi Gravity at 60°F: 20.4 — 18.5 

Reid Vapor Pressure: 0.7 — 0.9 

Sulphur, % Wt.: 0.10 — 0.14 

Kinematic, Viscosity at 100°F: 218.7 — 692.1 

Pour Point: 30°F — 50°F 

Carbon Residue, % Wt.: 4.75 — 8.29 

3S. & W, % Vol.: 0.10 — 0.60 

Flash (TCC): 12.6°F — 144°F 
WORING/LOADING/UNMOORING: Bima Marine Terminal will 
‘wate 24 hours a day, 7 days a week. Tankers will normally be berthed 
‘ng daylight hours, weather and other circumstances permitting. In 
Stoal circumstances at the sole discretion of the Company Terminal 
— night berthing may be allowed if all conditions are 

“mooring will be carried out at any hour. 

lakers to be moored or manoeuvred at Bima Marine Terminal will 
*warded within the anchorage area by the Company Mooring Master. 
“ts normal weather conditions if a tanker is scheduled to berth on 
Pe Mooring Master will board such vessel in close vicinity of the 

area. 

a such manoeuvring of ships shall be done only in accordance with 
see of the Mooring Master, subject to the understanding that in 
ae and circumstances the Master of the tanker being manoeuvred 
_.. emain solely responsible on behalf of his vessel's owners for the 

* and proper Nena of his vessel. 
net Ship's Master or one of his designated and qualified deck officers, 
“at be “eg navigating bridge at all times while the vessel is being 


4 The Mooring Master will report unsatisfactory conditions to the 

al Terminal Superintendent who may in turn, reject the tanker 
corrections are fully made. All costs accruing therefrom will be for 

“ye8sel's account. 

uable Pears) the tanker’s cargo tanks are to be inspected and if 

5 Or loading crude oil, a notation signed by both the Terminal 

Conpeemtative and Vessel’s Master to this effect will be made on the 

Te cL OY Certificate. 

al be pany Terminal Superintendent or his designated assistant, 

the sole authority to decide when the port is closed due to 

ee weather conditions. 

ah balombinations of wind, sea and tidal conditions also the size, 

feion rae trim and handling qualities of a vessel can affect the 

‘to be berth a vessel at Bima Marine Terminal. All these factors 

€valuated before a final berthing decision is made. 
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Delays to vessels using Bima Marine Terminal due to the port being 
closed because of bad weather conditions shall not be computed as 
used Lay Time when compiling vessel's turn around time. 

Request for the terminal to stop the flow of cargo at a predetermined 
tonnage must be in writing. The request must include the statement by 
the ship's Master that the Company will not be held responsible for any 
error and that in case of the vessel being overloaded the excess cargo 
cannot be pumped back to the storage barge. The ship's Master will 
also be held responsible for any spills caused by this request. 

The ship's Master is responsible to ensure that no communication by 
radio is allowed within the terminal area. 

Unauthorised radio communications will cause cessation of all 
operations except clearing of the berth, and the vessel's Notice of 
Readiness will be immediately nullified. 

The Master of each tanker will be given a copy of the Conditions of 
Port Use of Bima Marine Terminal which he will be required to sign 
before the vessel proceeds to berth. 

The vessel's personnel are responsible for the safety of the vessel 
and must take all necessary precautions, whether or not so advised by 
the Mooring Master, having in mind the hazards of the operation because 
of the products being handled, weather conditions and any other 
circumstances requiring special care or caution. 

Ships are requested to have a pilot ladder safely and securely rigged 
ready for immediate use and long enough to reach the Mooring Master's 
launch. 

A combination of pilot ladder and ship's accommodation ladder, so 
arranged that personnel, boarding the vessel can first use the pilot ladder 
until part way up the vessel's side, and then transfer to the 
aro ladder is recommended, especially on very large 
tankers. 

A light line should be ready to take aboard the Mooring Master's 
equipment. 

Tanker will provide a broad lee for the Mooring Master both when 
boarding and leaving the ship. Adequate explosion proof lighting at night 
must be provided near the pilot ladder and manifold connection area. 
During loading, overside lighting must be provided in the vicinity of sea 
valves and floating hoses. 

During a tanker’s stay at the Export SBM, emergency towing wires 
shall at all times be hung over the ship's stern on each quarter of the 
vessel. These wires shall be secured on the inboard bitts to enable the 
vessel to be towed away should the need arise. They must be tended 
throughout to keep the eye of the wire not more than 2 ft. above the 
water. 

Before any crude is loaded all ship's scuppers on main decks must 
be plugged and cemented oil tight. Approved mechanical means of 
closing scuppers may be accepted. 

It is absolutely essential that extremely careful supervision be 
exercised by officers of all tankers while loading operations are in 
progress. 

A responsible ship's officer is required to be on duty continuously 
while the tanker is being loaded. He will be assisted by an adequate 
number of ship's personnel in these operations. 

It is the responsibility of the vessel to ensure that all mooring lines 
are properly tended on loading tankers. The Mooring Master at any time, 
may direct an additional ship’s line to be secured to the buoy and this 
line to be hove up or slackened off under the supervision of a responsible 
ship's officer so as to prevent the vessel overriding the buoy. At all times 
sufficient crew must be available to carry out under the supervision of 
a responsible officer instructions given by the Mooring Master. 

Masters of loading tankers are advised that raising, lowering, 
connecting and disconnecting of oil loading hoses as well as other 
labours and duties on board connected with the loading of cargo or 
maintaining mooring lines in a correct manner will be performed by the 
ship's crew directed by a responsible officer as required by the Mooring 
Master. Loading of crude oil tankers is through 2x20 in. 1.D. hoses with 
150 A.S.A. flange rating. The weight of each hose is approximately 
4 tons. 

All tankers loading crude oil at Bima Marine Terminal must be able 
to connect the 16 in. hoses to their manifolds. Masters are strongly 
reminded, that it is the ship’s responsibility to provide reducers to make 
the connection, if the ship’s manifold is not 16 in. 

Preparations for mooring will be advised by the terminal through VHF 
communication prior to tanker’s arrival or by the Moagring Master before 
the mooring operation commences. 

Crude oil tankers are required to have ready: 

1. On the port side: a derrick of a least 10 tons safe working load, 
rigged with a second topping lift ready to pick up the mooring and hose 
connecting gear from the Mooring Master's launch. This derrick will be 
subsequently used for raising, connecting, disconnecting and lowering 
loading hoses and eventually to transfer the mooring and hose 
connecting gear back to the launch before the tanker sails. 

2. On the forecastle: at least 6 good ship’s mooring lines shall be 
required. 2 of them will be used as messenger lines for bringing aboard 
both terminal mooring lines from the SBM. The 4 remaining ship's lines 
will be laid out 2 on either side of the foc’sle deck, eyes about 3.5 m. 
distant from the fairleads as advised by the Mooring Master. When the 
terminal mooring lines have been hove up and anti-chafe chains are 
about halfway through the fairleads, the eyes of the ship's lines will be 
shackled onto the end links of the chain so that in the final position of 
mooring, the tanker is tied to the SBM using the terminal mooring lines/ 
chains made fast to the ship's bitts by means of the ship's own lines. 
This will be backed up by 2 wire strops each 30 ft. in length and 2 in. 
diameter. 

These wires will be provided by the terminal to be used as preventer 
wires. These two wire strops will not be used as the permanent mooring 
system. 

Their purpose is to hold the ship safely moored in the event one or 
more of the ship's lines parting until the crew can replace such lines. 
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EQUIPMENT: Export Tanker Gear and Equipment: A ship may be 
rejected, if upon inspection, it is not properly equipped, or if it is not 
suitably manned, or if its tanks are not suitable for the cargo, or if in the 
case of crude oil tankers the ballast is dirty. 

A vessel is suitably manned if it has a full complement of qualified 
officers and crew all of whom are sober, competent and willing to carry 
out their duties and orders. 

A ship must be equipped with a good working propulsion unit as 
passed by the appropriate survey society. Inoperative ships or partly 
inoperative ships will be rejected. Should a ship become inoperative or 
partly inoperative while secured to a single point mooring buoy, it will 
be removed at the ship's expense. 

No repairs to main engines or other essential equipment or machinery 
while secured to an Export SBM may be carried out, unless with the 
permission of the Terminal Superintendent or his designated assistant. 

Crude oil tankers must lift the export hoses from the water to connect 
with the ships manifold by means of their own derricks and using their 
own crew. 

A vessel must have both bow anchors in good working condition. Both 
bow anchors and anchor cable must be of a size and standard to meet 
either “Lloyds” or “A.B.S.” requirements, even though they may in fact, 
be classified by other societies. 

All vessels must have ready on deck suitable stoppers for, manila, 
synthetic lines and wires used for mooring purposes. 

All vessels must have suitable winches/capstans in good working order. 

Such winches or capstans must have sufficient power to heave in the 
18 in. terminal mooring lines as required by the Terminal Mooring 
Master. Tankers must have the capacity to heave up the 24 in. braid 
lines used to secure them to the Export SBM's. Power supply to all deck 
machinery must be maintained throughout the period the ship is secured 
to the Export SBM. Failure to comply with this requirement will result in 
cessation of loading and delay and expense so caused will be for the 
ship's account. To assist in vessel's turn around, ships should have all 
necessary gear ready on arrival. Crude oil tankers must have the cargo 
derrick on the port side raised with cargo gear rigged and ready before 
the ship is boarded by the Mooring Master. 

Vessels which may consider the lifting capacity of their gear to be 
marginal should strengthen their gear accordingly. A common way to 
do so is to rig a second topping lift on the boom. Masters of crude oil 
tankers are reminded that the hose connecting operation will normally 
be carried out while the ship is deballasting. 

The cargo derrick required to raise the hose from the water, must 

have sufficient length of strong lifting wire runner on the winch drum to 
enable the cargo hook to reach the water and still have adequate turns 
of wire left on the drum. 
BALLAST: Disposal of Ballast: Owners and Masters are responsible to 
observe International Convention Laws and Indonesian Government 
Regulations concerning pollution of the sea, having particular regard for 
this area of the Java Sea. 

No facilities are available for disposal of dirty ballast. 

It is the responsibility of the ship's Master to see that no oil of any 
kind is pumped or spilled overboard from his ship. 

The categories of pollution include oily water from bilges, crude 
residue from previous voyages or any other matter that may result in 
pollution of the sea. Any fines imposed shall be for ship's account. 

As soon as practical after arrival, all tankers will be inspected by a 
Bima Marine Terminal Official for dirty ballast. During discharge of 
ballast, similar inspections will continue. 

If evidence of oil by ig at any of these inspections, the ship will be 
rejected and will not accepted again until satisfactory evidence is 
produced that such ballast was disposed of in a proper manner. If, during 
inspection or during loading it is found that the ship's tanks are not tight 
or that oil is leaking from the ship, the ship may be rejected or refused 
further loading. 

If the ship's tanks are found to be leaking it will not be accepted for 
loading unless satisfactory evidence of Ly aml duly certified by Lloyd's 
or A.B.S. Surveyors or other recognised Surveyors, is submitted. It is 
the responsibility of the ship’s Master to see that no oil of any kind is 
pumped or spilled overboard from ship. Drip pans, sawdust, dispersent, 
etc., should be ready for use at all times especially when disconnecting 
hoses in order to avoid any spillage of oil overboard. 

Notice of Readiness will automatically be nullified for any tanker 
rejected because of dirty ballast or sea pollution and such tanker will 
lose priority of position for loading. 

A tanker must have sufficient ballast for safe handling having due 
regard to existing weather and sea conditions. Through a careful watch 
of the weather and sea conditions, frequent exchange of information 
between ship and terminal and by a knowledge of the behaviour of his 
own ship, a Master may come to the terminal with minimum safe ballast 
and thus lessen any possibility of infringement of sea pollution 
regulations. 

In addition to the lights usually displayed, vessels in the moorings 
discharging ballast or loading cargo during darkness will brilliantly 
illuminate the sea around the ship, so that any pollution will be 
noticeable. 

Tankers equipped with a separate system of ballast tanks will be 
allowed to discharge ballast, and load oil simultaneously, providing 
approval is first obtained from the Company Terminal Superintendent 
or his assistant. 

Most responsible ship owners have adopted a system of tank cleaning 
using circulatory methods of transfer of tank washings on board and 
treating these washings with chemicals. 

The result is that no oil is discharged into the sea and the separated 
oil is collected in a slop tank. With the written permission of lifting 
companies, the terminal will load on top of such slops. This system is 
highly recommended to avoid pollution of the Java Sea. Masters are 
required to certify in writing the quantity of slops remaining on board 
(if any). If they intend to load crude oil on top of the slops, it must be 
clearly stated. The Mooring Master will confirm the amount stated in 
writing by ullaging and calculating the slops to ensure the amount 
declared is correct. 
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Provided agreement is reached on the amount of slops the 
Master will confirm the amount of slops on the Dry Certificate 
Note: Separate “Slop Certificate” signed by Chief Officer wi 
the Mooring Master is required to substantiate calculation. 
Masters are warned that inspection of ballast is strict. 

If, at any time an overflow of crude oil occurs, loading “ 
immediately suspended and will not be resumed until the O'S gg 
up and removed from the decks of the vessels and/or from the 
of the sea and any damage is repaired and no further danger ane 
is stressed that during loading operations, the Bima Cargo 
will immediately slow down the loading rate on receipt of a requ 
same from the ship's deck officer in charge of loading. : 

All spillages of oil must be reported immediately to the Bima Tom 
Superintendent or his assistant and subsequently a detailed Tey 
writing submitted by the Master of the vessel concerned Qin, 
relevant details. 

MEDICAL: No facilities available. 

FRESH WATER: Not available. 

FUEL: Not available. 

REPATRIATION: Not possible. 

TIME: GMT plus 7 hours. 

SHORE LEAVE: Not Possible. 

GENERAL: Wind and Tides: Refer to Eastern Archipelago Pilot \y 
Water depth approximately 110 ft. below mean sea level 
Charts: Admiralty Chart No. 1653A. Java — Western portion ingy 
Straat Sunda. 

Sailing Directions: Eastern Archipelago Pilot Vol. II. 

AGENCY: See “General” before first port. 

OPERATOR: Atlantic Richfield Indonesia Inc. 

Principal Offices: 

Pertamina, Jalan Medan Merdeka Timur No. 1 A, Jakarta, Indore 

Atlantic Richfield Indonesia Inc., Panin Bank Building, Jalan Jew 
Sudirman, P.O.Box 63/JKT, Jakarta, Indonesia. Tel: 73¢ 
Telex: 47390, 44379. 

Arco International Oil and Gas Company, Division of Atlantic Ric 
Company, Wells hey Building, 444 South Flower Street, Los Ange 
California 90017, U.S.A. 

liapco, Inc., Jalan Let. Jen. M.T. Haryono 58, P.O.Box 2758) 
Jakarta, Indonesia. 

liapco, Inc., c/o Natomas Trading Co., 601 California Street § 
Francisco, California 94108, U.S.A. 

Inpex Java Ltd., 10th Floor, Toranomon 37 Mori Building, No; 
Toranomon 3-Chome, Minato-Ku, Tokyo 105, Japan. 

Tidewater N.W. Java, Inc., 1440 Canal Street, Suite 2100 § 
Orleans, Louisiana 70112, U.S.A. 

5 ane Minyak Inc., 750 N. St. Paul, Suite 1530, Dallas, Texas 7% 

C. Itoh Energy Development Co. Ltd., C. Itoh Building, 51% 
Aoyama 2-Chome, Minato-Ku, Tokyo 107, Japan. 

Deminex Java Oel GmbH, Setiabudi Building, 2nd Floor, Jal 
Rasuna Said 62, Jakarta. 

Deminex Java Oel GmbH, Attn: P4, P.O.Box 10 09 44, Dorothest 
1, 4300 Essen 1, Federal Republic of Germany. 

Nominations: Tanker nominations for lifting of Bima Crude Oil az 
ordinated through Arco International Oil and Gas Company! 
Angeles, California and Atlantic Richfield Indonesia Inc., Jakarta 

All crude oil sales, also tanker chartering are arranged by the folor 

parties in each of their respective locations: 
Pertamina, 
Arco International Oil and Gas Company, 
liapco, Inc., c/o Natomas Trading Co., 
Inpex Java, Ltd., 
Tidewater N.W. Java Inc., 
Warrior Minyak Inc., 
Deminex Java Oel GmbH, 
C. Itoh Energy Development Co. Ltd. 

Tanker scheduling is co-ordinated for all of the partners throug)# 
International Oil and Gas Company, Los Angeles, Califoma * 
arranged through Atlantic Richfield Indonesia Inc., Jakarta. 
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ganGKASI: 04.49 S. 119.29 E. 


: The Port of Biringkasi is 28 miles from Ujung Pandang. 
= OTAGE: Pilotage is not compulsory. However, vessels that are not 
_ with the port may request pilotage assistance from Ujung 
Macassar. ’ 
GE: Depth of water in anchorage 10.0 m. 
~ Ail communications are via Ujung Pandang Coastal Radio 


es 


There is 1 tug of 500 h.p. and 1 mooring boat of 75 h.p. 
“ING: Concrete Pier No. 1: Length 209 m., breadth 27 m. and 


We 


alongside 7.0m. 
Concrete Pier No. 2: Length 20 m., breadth 40 m., depth alongside 


S port is a private port with a cement factory operated by P.T. 
amen Tonasa. The port is equipped with a conveyor/shiploader for 
sadng cement in bags. ; 
. Storage facilities available. 

SAANES: 4x5 ton — 40 ton mobile cranes. 
ygDICAL: Hospital facilities available. 
sfEVEDORES: Labour available from the cement factory. 
mesh WATER: Fresh water available in limited quantities. 

: Not available. 
sgPAIRS: No facilities for undertaking repairs. 
- gfNERAL: Barges: 4 barges available with capacity of 700 — 900 tons 


sce: Biringkasi is an outport and therefore all vessels entering 
»sport have to clear inward and outward at Ujung Pandang. 


TUNG: 01.26 N. 125.12 E. 


DOCUMENTS: 

‘Crew Lists. 

{lists Passengers in Transit. 

4Usts Passengers Disembarking. 

$ Cargo Lists. 

3 Provisions Lists. 

Ust of Articles new and Customs-barred in possession of each crew 
sember - cameras, binoculars, radios, cigarettes, tobacco, etc. 

Ship's Register. 

htemational Vaccination Certificate for Crew and Passengers. 

(Especially for International Travellers.) 

Health Book/Maritime Declaration of Health. 

Derat Fgh ol Certificate. 

MLOTAGE: Contact Coastal Radio Station Bitung (call sign PKM), 
segram address: Bitung Port Administration; advance notice of ETA 
Uhours. Pilot boats: 100 h.p. and 350 h.p. light grey. Requiring a Pilot: 
'g, sound and Morse Signal: “G”. 

Anchorage for vessel awaiting a Pilot: the area between Southern part 
ithe Lembeh Street at: Lat. 1° 25’ 00” N., and Lat. 1° 30’ 35” N. at the 
hothern part of the street. 

Ships have to anchor outside the mentioned Latitude above. 
INHORAGE: The area between coast of Lembeh Island and coast of 
Sawesi: Lat. 01° 27’ N., robs 125° 12.3’ E.; Lat. 01° 26.2’ N., Long. 
1 13.5’ E. and Lat. 01° 26.3’ N., Long. 125° 10’ E.; Lat. 01° 25’ N., 

. 125° 10.8’ E. Depths: 42 ft. to 114 ft. 

XESTRICTIONS: No restrictions on night entry. 

“master's Report: Numerous fishing boats at the port entrance 
‘ecially at night-time, also fishing sticks, and small fishermen's houses 
sdamboo sticks built at sea, without lights, dangerous to navigation. 
‘roaching or sailing from port at night-time should not be attempted. 
i ot ore pier, max. 32 ft. L.O.A. 760 ft. or 100,000 
sal. (60, -W.t.). 

#ALTH: Vessels coming direct from other countries or coming from 

"ved port: “Q” flag to be flown. Pratique procedure and action 
peal to obtain Pratique according to the International Sanitary 

ns. 

“40: Bitung Radio (Call sign P.K.M.) for vessels to route ETA cables 

Skents, Receivers, etc. 

./FWorking frequency 438 and 500 kHz, listening frequency 
‘OkHz, emission A.1., A.2.). 

"Schedule: 0000 — 0100 

0400 — 0500 G.M.T. 
— 0800 — 0900 
‘Bitung Radio on Channels 16 and 26. 
: 1 tug, 1,160 h.p. also 2 motor launches of 115 h.p. 


(See Plan) 


THING: 
Berth Length Depth 
(m.) — (m.) 
Ocean Quay 1 423 45-11.0 
an Quay 2 150 45-11.0 
Quay 3 146 45-11.0 
maa luay 505 5.0 


3x 15-35 tons mobile cranes. 

TEVEDORES: A\ i 
Hand : Arranged by handli ent. 
“dling Rates: = % thts 

Buk cargo: 13-18 tons/gang/hour. 

Tot Cargo: 20-35 tons/gang/hour. 
De AL Cargo: 12-15 tons/gang/hour. 
© atively Hospital facilities available. Masters to advise by radio prior 
Maen medical attendance required aboard. Vaccination/fever 
"ANKERS required, 3 copies. 
"hankering 1 oil jetty for domestic tankers (not general use). With 
te "9 points alongside the 582 m. Ocean Going wharf, of which 
Sate used. Bunker fuel is supplied directly by P.N. Pertamina 
DagryomPany).. 
About 1030 


a 


INDONESIA 


FRESH WATER: Available from hose connections on the pier, at a rate 
of 30 t.p.h., also 1 fresh water barge with the capacity of 200 tons. 
FUEL: Not all grades fuel available. Diesel and marine lubricants can 
be supplied. 48 hours notice required. Rate 50—150 t.p.h. 

REPAIRS: Some deck and minor engine repairs are possible at Bitung 
dockyard. Radar and electronic repair available, but not for big repairs. 
CONSULS: Philippines only. 

DOCKYARD: P.T. IKI and P.T. Dock Surya. 

GANGWAY/DECK WATCHMEN: Not needed. 

OPENING/CLOSING HATCHES: Normally by crew/stevedores, 
otherwise according charter party. 

SHIP’S CERTIFICATES: Registered Tonnage Certificate and all 
certificates normally required to be on board. 

CUSTOMS ALLOWANCES: 100 cigarettes or 20 ate or 100 gram. 
tobacco each crew member; 1 bottle wine or spi for each crew 
member. 

Passengers: Articles to the value of U.S.$25 per person or U.S.$100 
per family. 

CARGO GEAR: Loading and discharging by ship's own derricks. Shore 
crane capacity up to 15 tons. 

REPATRIATION: Facilities available. 

AIRPORT: About 50 km. from port of Bitung. Regular airlines: Garuda 
Indonesian Airways (G.I.A.), Bourag, Merpati and Mandala. All have 
daily flights to Makassar and Jakarta. 

TIME: GMT plus 9 hours, permanent. 

HOLIDAYS: New Year's Day; Idul Adha, 1st Muharam; Ascension Day; 
Birthday of Prophet Mohammad S.A.W.; Good Friday; Proclamation Day 
(August 17th); Idul Fitri, Waisak and Christmas Day. 
POLICE/AMBULANCE/FIRE: Dial 111, 27, 60, 106 and 108. 

SHORE LEAVE: Crew members are allowed ashore with a shore pass 
issued by the Immigration Office. 

IDENTIFICATION CARDS: Shore pass issued by the Immigration Office 
for crew members at Agent's request. 

DEVELOPMENTS: A container quay is to be built. 


SHIPMASTER’S REPORT: February 1980. 

There is a 300 m. concrete wharf in approx. position Lat. 01° 26.2’ N., 
Long. 125° 11.6’ E and a naval wharf in roximate position 
Lat. 01° 26.5’ N., Long. 125° 12.1’ E. Fuel by road tanker is available. 


AUTHORITY: Port Administrator of Bitu 
Indonesia. Tel: 60, 106, 27, 105, 108, 56 a 
Port Administrator. 


, Jalan Makassar, Bitung, 
111. Contact: Iljas Sudikto, 


BONTANG (Loktuan): 00.11 N. 117.12 E. 


PILOTAGE: Pilotage compulsory for all vessels entering the inner 
harbour at Loktuan. Pilot boards at Bontang LNG pilot station. Contact 
should be made prior to arrival with Bontang Radio on VHF Channel 16. 
ANCHORAGE: Vessels anchor in position 00° 08’ 30” N., 117° 34’ 
50” E. The holding ground in the anchorage is good. Depth of water 


13.0 m. 

RESTRICTIONS: Depth of water in channel is 13.0 m. — 20.0 m. The 
turning circle off the terminal has a diameter of 750 m. and depth of 
14.0 m. 

RADIO: Bontang Coastal Radio Station — Call sign PKN 7. 

VHF: Bontang Radio on Channels 16, 9 and 19. 

TUGS: 1 tug available. 

BERTHING: Concrete wharf with length 152m., breadth 32m. and 
depth 13.0 m. The berth can accept vessels up to 20,000 d.w.t. 

Fork Lifts: Fork lifts with capacity 2.5 tons — 8 tons available. 
CRANES: 2150 tons mobile cranes. 

STEVEDORES: Available from Samarinda labour pool and arranged by 


yen 
TANKERS: LNG Facilities. 
Operator: Pt. Badak NGL Co., Jl. 
Telex: 44261. 

P.O.Box 216, Balikpapan. Telex: 37211. 
Location: Lat. 00° 05’ 51" N., Long. 117° 28’ 47” E. 
Max. Size: 125,000 cu.m. LOA 300 m. 
Depths at L.W.: Alongside: 13.5 m. Outer bar: 49 m. Entrance: 25 m. 
Inner bar: 15.0 m. 
Anchorage: Awaiting Pilot: Lat. 00° 02’ 05” N., Long. 117° 34’ 00” E. 
Awaiting berth: Lat. 00° 01’ 00” N., Long. 117° 35’ 30” E. 
Radio: Bontang Radio — “PKN-7” or Balikpapan Radio “PKN-2”. 
Pilot: Compulsory. Request Pilot 6 hours prior to arrival and 3 hours 
prior to departure. 
Documents: Health Declaration, Last Port Clearance, 10 copies Crew 
List, 10 copies Passenger List, 5 copies Cargo Manifest, 5 copies Ship's 
Stores List, 3 copies Crew Effects List. 
Cargo: LNG loading rate: 10,000 cu.m.p.h. 

Loading lines: 5 loading lines with 16 in. loading arms. 

Vapour return: 1 line with 16 in. arm. 

Storage capacity: 487,000 cu.m. 

Liquid nitrogen facility: Max. quantity: 50 cu.m. Line size: 2 in. |.D. 
Pressure at ship's rail: 112 p.s.i. 

LNG characteristics: 


M.H. Thamrin 59, Jakarta. 


Explosion limits: 5.3 — 14.0 % Vol. 
Flammable: Yes 

Boiling Point: — 161°C. 

Flash Point: —175-C, 

Critical Pressure: 45.6 kg./sq.cm. 
Critical Temperature: —82.5°C. 


Reactive with: Steel, Polythene. 
Chemical compatibility: Chlorine (dry). 
Condensing ratio: 0.8023 dm* 

Also see “Shipmaster’s Report”. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Enge 


FRESH WATER: Available. 

FUEL: Available. 

CONSULS: None. 

REPAIRS: No repair facilities at the port. 

AIRPORT: Samarinda Airport. 

GENERAL: This port has been constructed to serve the fertiliser factory 
of P.T. Pupuk Kalimantan Timur. 

Barges: There are 2 flat top barges. Each with a capacity of 1,000 tons. 


SHIPMASTER’S REPORT: February 1991. 

Berth: LNG/LPG facility. 

Position: Lat. 00° 11’ N., Long. 117° 12’ E. 

Radio/VHF: Telex sent to Pkk.LNG.Badak. Telex No. 38283 and 37211 
via radio station “PKN — 7”. 

VHF: Terminal on Channels 16 and 19, Pilots on Channel 9. 
Anchorage: Lat. 00° 02’ 07” N., Long. 117° 36’ 44” E. 

Pilotage: Pilot boards at Fairway Buoy. 

Tugs: 44,000 s.h.p. available. 

Berth: LPG/LNG Berth No. 2 is fitted with an electronic berthing aid. The 
dolphin berth is fitted with quick release hooks. Vessels always berth 
port side alongside. Shore gangway used. 

Moorings: Forward — 2 long headlines, 2 short headlines, 2 breastlines 
and 2 springs. Aft — 2 long sternlines, 2 short sternlines, 2 breastlines 
and 2 gel 

Depth at berth: 12.5 m. 

Loading: Manifold presentation, from forward: 


Propane vapour 8 in. 150 ASA 
Propane liquid 12 in. 150 ASA 
Butane liquid 12 in. 150 ASA 
Butane vapour 8 in. 150 ASA 


Note: Lines are not interchangeable. 

Loading rates ve to 5,000 cu.m./hr. 

Vapour return: Only to flare. 

Shore line: 500 m. x 22 in. 

Bill of Lading: In vacuum, raised from Customs sealed in-line meters. 

Surveyor: No independent surveyor available. 

Documents: 
10 copies Crew List. 

2 copies Personal Effects List. 

3 copies Ship's Stores List. 

2 copies Cargo Manifest. 

2 copies Passenger List. 

1 copy Maritime Declaration of Health. 

3 copies List of Ports Visited. 

Last Port Clearance. 
General: All vessel's information, ETA’s, etc., sent to agent in Jakarta. 
They must also be sent direct to Terminal as communications between 
Jakarta and Bontang take several days. 

Landfall very poor when coming from the East. Rigs to the North of 
the port assist with position fixing. 

Channel marked by excellent leads for entering port. Night departure 
is not as ead due to numerous fishing boats at edges of channel. 
AUTHORITY: LNG Facilities: Operated by Pertamina/Pt. Badak LNG 
Co., under supervision of P & T Bontang. 

Pt.Badak LNG Co., Nusuntara Building, 9th Floor, JI.M.H.Thamrin 59, 
P.O.Box 216BPP, Jakarta, Indonesia. Te/: 335231, 330243, 330265, 
375223 (P & T Bontang). Telex: 44261 Bdking la, 37211 Bdking Bpp. 


AGENT: See “Jakarta”. 


BUATAN: 00.45 N. 101.50 E. 


PILOTAGE: Compulsory. Pilot requires 6 hours notice of arrival and 
3 hours notice of departure. 
ANCHORAGE: The anchorage whilst awaiting sea pilot is in Morong 
Strait in position Lat. 01° 56’ 30” N., Long. 101° 50’ 30” E. 

The anchorage whilst awaiting the harbour pilot is in Siak Sri Indrapura 
in position Lat. 01° 23’ 00” N., Long. 102° 10’ 00” E. 
RESTRICTIONS: Berthing and unberthing during daylight hours only. 
Approach Channels: Depths at LWS. 


Outer bar 4.2m. 
Entrance 4.8m. 
Inner bar 13.0 m. 
Harbour/Turning Basin 6.5 m. 


MAX. SIZE: 5,000 d.w.t. Max. LOA 110 m. 
VHF: Sungai Pakning Coastal Radio Station operated by Pertamina, call 
son PKP-5. 
BERTHING: The jetty is located in position Lat. 00° 44’ 50” N., Long. 
101° 49’ 35” E. Depth at LWS 6.5 m. 

Crude oil is loaded at a rate of 6,000 bbis.p.h. through 3x8 in. hoses. 
Shore Storage Tanks: 


Oil Products Total Safe Capacity 
Crude Oil 285,000 bbis. 
Slop Oil 10,000 bbis. 

Physical Characteristics of Crude Oil: 

API Gravity at 60°F. : 35 

B.S. & W. : 0.2 % vol. 

Pour Point 110°F. 


MEDICAL: Clinic available. 
DENSITY: 1000-1010. 
FRESH WATER: Not available. 

FUEL: Not available. 

CONSULS: None. 

AIRPORT: Simpang Tiga Airport at Pekanbaru. 
TIME: GMT plus 7 hours. 


882 


GENERAL: The water in the vicinity of the berth is shallow 

channels are liable to shift. ™ 

i mK: good look-out should be kept for fish traps, nets, logs aN fog 
ris. 

Charts: Indonesian Charts No. 14, 14A and 24. British Adrmiratty, 

No. 3933 and 3947. 

AGENCY: See “General” before first port. 

AUTHORITY: Operator: Pertamina U.EP-lI, Lirik. 


BUNYU (Banyu): 03.28 N. 117.50 E. 


PILOTAGE: Mooring Master boards at the anchorage. 
ANCHORAGE: Vessels awaiting berth anchor in position Lat 
25’ 30” N., ree 117° 51! 482,E: 
RESTRICTIONS: Daylight berthing and unberthing only. 
MAX. SIZE: CBM: 21,000 d.w.t. Max. LOA 175 m. 
Platform: 30,000 d.w.t. Max. LOA 185 m. 

Also see “Berthing”. 
RADIO: Tarakan Radio (PKO). 
VHF: Bunyu Coastal Radio Station, call sign PKO-3, operatg 
Pertamina on Channels 16 and 19 (24 hours). 
TUGS: 1120 h.p. 
BERTHING: C8M: Vessel moors to 4 buoys in position La; 
26’ 12” N., Long. 117° 50’ 50” E. Depth of water 15.3 m. at LWS » 
connects on starboard side. Crude oil loaded at rate of 2500p 
through 1x8 in. hose. 
Jetty: There is a jetty for small vessels in position Lat. 03° 27' y 
Long. 117° 50’ 03” E. Depth alongside 5.0m. at LWS. Max » 
1,000 d.w.t. Max. LOA 60 m. Vessels berth starboard side to. Gey 
cargo handled at this berth. 
Platform (Methanol): A platform for handling of methanol is locay 
position Lat. 03° 27’ 24.8” N., Long. 117° 50’ 39.7” E. Depth of 
14.5 m. at LWS. Max. size 30,000 d.w.t. Max. LOA 185 m. Methay 
loaded at a rate of 1,000 cu.m.p.h. through 110 in. arm. 
Barge Platform: There is a platform for barges in position La} 
27' 27" N., Long. 117° 50’ 09” E. with a depth alongside 6.0 m. atl 
Max. size 3,500 d.w.t. Max. LOA 90 m. Premium gas is handled a? 
platform with 18 in. hose. 
Shore Storage Tanks: 


(See Py 


Oil Products Total Safe Capacity 
Crude Oil 309,068 bbis. 
Methanol 45,000 cu.m. 


Physical Characteristics of Crude Oil: 


API Gravity at 60°F. 32.2 — 31.1 
Sulphur Content 0.09% wt. 

B.S. & W. 0.10 — 0.15 % vol. 
Flash Point (PMCC) Below 66°F. 

Pour Point 45 — 50°F. 


DENSITY: 1020-1025. 

FRESH WATER: Not available. 

FUEL: Not available. 

CONSULS: None. 

AIRPORT: Tarakan Airport. 

TIME: GMT plus 8 hours. 

AGENCY: See ‘General’ before first port. 

AUTHORITY: Operated by Pertamina, under supervision of Pera 
Dak Kalimantan, Pertamina P & T Dak, Jl.Minyak, Balikpat 
Indonesia. Tel: (021) 37177, 371010, 372184. (0542) 21453, 
(0511) 21327. Telex: 37161 Ptamina Bpp. FAX: (0542) 22638. 


CAMAR MARINE TERMINAL: 06.18 S. 113.00 €. 
(See Pi 


LOCATION: The Camar Oil Field consists of a storage vessé* 
2 oil production platforms. These platforms are situalt. 
Lat. 06° 19’ 15.22” S., Long. 113° 00’ 21.9” E. and Lat. 06° 14 405° 
Long. 113° 03' 32.4” E. Each platform has a gas flare which gv 
an orange light and can normally be seen from great distances. : 

The platforms are connected by a 6 in. subsea pipeline and {fo 
closest platform to the storage vessel there is a connecting 8 in. da® 
subsea pipeline. 

The Marine Terminal consists of one floating storage hae 
106,239 d.w.t. It is situated approximately 30 miles SE. d 
Indonesian island of Bawean in position Lat. 6° 18’ S., Long. 115 w: 
The storage vessel, “Camar Nusantara”’, is moored to the seat 
6 chains secured to a turret system so that it will weathervare t 
prevailing conditions. Crude oil from the 2 production platforms ‘ 
from the subsea pipeline into the turret then through a swivel o1® 
storage vessel. 

PILOTAGE: Mooring Master boards in the anchorage or an a 
location. 

MINIMUM STANDARDS OF ACCEPTANCE: P 
Size: Export tankers are to be not larger than the storage vesse, a 
is 106,239 d.w.t. and 853 ft. in length, except with the pno 
consent of the Marine Terminal. g 
Vesse/ Loading: Export tankers here the Camar Termine 
comply with the latest SOLAS and MARPOL conventions pee 
Vessels found to be seriously deficient or substandard in any at 
pollution control requirements will not be permitted to moor 


- 


. Export tankers must arrive at the Terminal with clean 
-_penalastgiis with contaminated ballast will not be permitted to 

jast. Vessels should be able to deballast concurrently with 
srry? The Terminal is not responsible for any free water or 


ue 
OT stom: All export tankers must be equipped with an inert gas 
ret conforming to the current SOLAS regulations. This must be 
gor throughout the vessel's operations at Camar Terminal. Tanks 
ort monitored by vessel's crew throughout the loading to ensure 
sae n content is maintained. 
vooring Equipment: Export tanker equipment must be in good working 
and should remain ready for use at all times. : . 
yon connecting Equipment: Export tankers are to be equipped with 
» ioading manifolds in accordance with OCIMF standards for rn 
aptolds. Flanges should be prepared to accept 12 in. 150 ASA 
Derricks must be not less than 5 tons SWL. 
“ew: Export tankers crews must be qualified to the requirements of the 
“mational Convention on Standards of Training, Certification and 
eeping for Seafarers 1978. Any infringement of safety regulations 

we inability of ship’s crew to operate safely and efficiently will cause 
- ag vessel to be removed from the berth. : 

yALOP: The vessel's owner or bareboat charterer is to be a party to 
@yALOP and have insurance covering the liabilities under the 
semational Convention of Civil Liabilities for Oil Pollution Damage 1969 
*.C). The cargo to be loaded will be covered by Cristal and or the 
ssmational Convention on the Establishment of International Fund for 
compensation for Oil Pollution Damage 1971 (C.L.C.). 
iading: Vessels are required to load using the closed loading system. 
iets: Failure by Enterprise to reject an export tanker does not constitute 
syaranty of its suitability for loading at the Camar Terminal. 
jRRIVAL PROCEDURE: 
‘yer of Berthing: Export tankers will normally berth in order of arrival 
wo due regard to nominated date ranges, etc., unless to do so would 
ut in an unacceptable stock position. 
‘yrs of Operation: The Camar Marine Terminal will operate 24 hours 
sday, seven days a week. Export tankers will normally be berthed during 
ayight hours, weather permitting. Unmooring is carried out at any hour. 
jessels Anchoring: \f an export tanker is not scheduled to berth on 
yrval the Master will be advised by radio and requested to anchor. 
yoice of Readiness: The Mooring Master will act on behalf of the 
smpany to sign acknowledgement of export tanker’s Notice of 
aeadiness which should be tendered at the time of arrival at the 
uehorage or berth, provided no de-ballasting time is required. 
‘ot Closed: Notice of Readiness will not be accepted during periods 
wen the port is closed. The port is closed when the weather is such 
tat itis too rough for incoming tankers to berth or remain alongside the 
sorage tanker. Notice of Readiness need not be accepted by the 
‘eminal between the hours of 1630 and 0600 local time, at the Mooring 
\aster’s discretion. Any decision regarding the opening and closing of 
te port will be made solely at the discretion of the Terminal. In such a 
ase the Terminal will provide the export tanker’s Master with written 
‘oice of the times during which the port was closed and the reasons 
wit 
ndonesian Flag: The national flag of the Republic of Indonesia shall be 
any displayed by the export tanker at all times between sunrise 
ad sunset. 
ndonesian Government Regulations: Masters are informed that the 
‘lowing Indonesian Government Regulations are strictly enforced: 

(a) Signals to be displayed on arrival: In accordance with practice in 
Indonesian Ports, quarantine, immigration and pilot signal flags 
should be displayed. 

0) The quarantine flag should be flown until health clearance is 
granted. The ‘G’ flag requesting a pilot should be flown until the 
Mooring Master boards. As soon as the Mooring Master boards 
the flag is to be replaced with flag ‘H’. These flags are to be flown 
from sunrise to sunset. 

\WIGATIONAL AIDS: The storage vessel is fitted with two 360° white 
gis with a visibility range of 5 miles, one forward and one aft. It is 
‘woped with a fog horn with an accoustic range of 0.5 miles. 

‘ach platform has 4 white lights situated one on each corner. The 

“ge of each light is 10 miles and the characteristic is the Morse code 

‘va 'U' every 15 seconds. On two of the corners there are red lights 

bs pwoe of 3 miles also flashing the Morse code signal ‘U’ every 

: Ss. 

"PROACHES: Restricted and Prohibited Areas: It is prohibited to 
"8 closer than 500 m. to the oil platforms and the storage vessel 
“out an Enterprise Oil Mooring Master on board, or pass between 
*slorage vessel and the nearest platform. 

‘ following are the platform and storage vessel locations where it 
fabled to anchor within a radius of: 

es m. with a centre at Lat. 06° 18’ 23” S., Long. 113° 00’ 27” E. 

rd m. with a centre at Lat. 06° 14’ 40.5” S., Long. 113° 03’ 32.4” E. 

i 50 m. with a centre at Lat. 06° 19’ 15.2” S., Long. 113° 00’ 21.9” E. 

Salso prohibited to anchor between the 2 platforms in a corridor 
Co Ng 1,250 m. either side of the centre line. This is where the oil 
5 "é runs along the seabed. 
te ww 'S prohibited to anchor in the following areas where there 
Le ‘a wellheads, in a radius of 1,250 m. with the centre at: 

lat & 16’ 21.65” S., Long. 113° 03’ 05.62’ E. 

late 17 11.00” S., Long. 113° 02’ 57.48” E. 

Lat 6 17' 48.39” S., Long. 113° 01’ 11.87” E. 

lat & 12, 09-20" S., Long. 113° 01’ 12.50” E. 

NOHO) 15' 51.41" S., Long. 113° 02’ 21.82” E. 

RAGE: There is an anchorage 3 nautical miles N.W. of the 
ing’. “@SSel with the centre at Lat. 6° 16’ S., Long. 112° 58’ E. It has 
teenipchone nautical mile. 

Jpeg _Berthing normally during daylight hours only, 

ime. 
wena distance bow to manifold is 425 ft. 
E: 106,239 d.w.t. 853 ft. LOA. 


INDONESIA 


RADIO/VHF: All incoming tankers must advise Camar Marine Terminal 
of best estimated time of arrival when departing from their last port of 
call and 72 hours, 48 hours and 24 hours before arrival. Any appreciable 
change of ETA should be advised accordingly. Vessels may contact 
Camar Marine Terminal directly on: 


SSB 4,638 kHz Night. 
9,984 kHz 24 Hours. 
10,282 kHz Day (0700 hrs. — 1900 hrs.). 
12,252 kHz Day. 
VHF Channel 16 


Time to be used for ETA is local time which is G.M.T. + 7 hours 

throughout the year. 
Initial Message: 
In addition to the ETA, the first message should include: 

(a) Name of tanker and radio call sign. 

(b) Cargo requirements. 

(c) Deballast time. 

(d) Maximum loading rate. 

(e) Arrival draft, fore and aft. 

(f) Last port of call. 
(g) Confirmation that vessel has clean Bill of Health. 
(h) Is there any sickness on board, give all available information as 
to possible type of sickness. 
(i) Distance in feet from the bow to the tankers loading manifold 
(max. allowable distance is 425 ft.). 
(j) Confirmation that the minimum standards of acceptance have 
been complied with. 
Addresses: The above communications with Camar Marine Terminal 
should be made via: 
Enterprise Oil (Bawean) Ltd., Landmark Center, 21st Floor, Jl. Jend. 
Sudirman No. 1, Jakarta 12910, Indonesia. P.O.Box 97/JKWK. 
Telephone: 0062-21-571-2707, 0062-21-520-9551. Telex: 62912 Eprise 
1A. Fax: 0062-21-571-2755, 0062-21-570-0385. 

In the absence of direct telex or telephone link to the above numbers, 
messages may be relayed to Enterprise for onward transmission to 
Camar Marine Terminal through the Pertamina Coastal Radio Station 
at Jakarta. 

VHF/FM Radio Communications: The Terminal maintains a continuous 
watch on VHF Channel 16 (156.8 MHz) and Masters are recommended 
to use this when they are in range. The Terminal is able to select any 
marine VHF channel for use as a working channel after initial contact. 

Masters are reminded that if export tankers are requested to anchor 
before berthing, it is their responsibility to maintain a constant listening 
watch on Channel 16 to receive Terminal instructions. 

Any delays due to failure to maintain a constant listening watch on 
Channel 16 will be for the ship's account and will not be included in 
calculation of the laytime. 

Pertamina Control Radio Station: 

In the event that incoming export tankers are unable to contact Camar 
Marine Terminal on the above mentioned frequencies, Masters should 
request Jakarta Radio to relay the necessary information to Enterprise 
by telex. Details of Jakarta Radio are: 


Name Jakarta Radio. 

Call sign PK1-2 

Operated by Pertamina. 

Nature Coastal Radio Station. 

Geographical Position 06° 50’ 00” S. 

106° 50’ 00” E. 

Calling Working 
Frequency Frequency Power Class Working Hours 
(kHz) (kHz) (kW.) (GMT) 
500 452 1.0 Al H24 
8,363.2 — 8,364.8 8,626.0 1.0 Al 0200 — 0400 
8,372.8 — 8,373.6 0500 — 0600 
0700 — 0800 
1000 — 1200 
1400 — 1600 
1700 — 2000 
12,544.8 — 12,547.2 12,980.0 1.0 Al 0000 — 0200 
12,599.2 — 12,560.4 0400 — 0500 
0800 — 1000 
1200 — 1400 
1600 — 1700 
2000 — 2200 
4,131.2 — 4,425.6 4,425.6 1.0 ASA/A3J 0500 — 0600 
0800 — 0900 
1600 — 1800 
2200 — 2400 
6,206.2 6,512.6 1.0 AS3A/A3J 0000 — 0100 
0300 — 0400 
0600 — 0700 
1200 — 1400 
1800 — 2000 
8,235.3 8,729.2 1.0 A3A/A3J 0100 — 0300 
0400 — 0500 
0700 — 0800 
1100 — 1200 
1500 — 1600 
VHF: Power — 50 Watts. 
Working Channels Working Hours 


Calling Channel 
16 6-19 Continuous 

MOORING: Mooring Operations: Mooring Master will board the 
incoming export tanker at either the anchorage area or an agreed 
location. The Mooring Master will advise the ship's Master on approach 
to the storage vessel, mooring and unmooring, connecting and 
disconnecting hoses and all other operations within the Terminal area 
including all manoeuvring of the export tanker. The Master, or one of 
his qualified deck officers must be on the bridge at all times while the 
export tanker is being manoeuvred. 
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Support vessels assisting in mooring export tankers are under the 
direct control and supervision of the Mooring Master. 

Export tankers due for mooring must have a pilot ladder or hoist 
securely rigged on the starboard side. Vessels with a freeboard of more 
than 30 ft. shall have an accommodation ladder rigged so that the lower 
platform is not more than 10 ft. above the water level with a short pilot 
ladder rigged for access to the platform. Upon the approach of the 
Mooring Master the export tanker is to provide a good lee. Export tankers 
are to have the port derrick rigged. 

The Mooring Master will bring with him 2 x 4.5 in. circumference 
polypropylene messenger lines approximately 720 ft. long. These are 
to be lifted on board and one taken to the bow and one to the stern of 
the tanker. 

When the export tanker is off the storage vessel 2 support vessels 
with heavily fendered bows will push the export tanker closer to the 
storage vessel. A small support vessel will take the messenger lines to 
the storage vessel. The export tanker will then slowly winch closer to 
the storage vessel, making sure not to bring the two vessels out of 
parallel. Normally 6 mooring ropes either end will be used. 

Engines on the export tanker must at all times be ready for immediate 


use. 
BALLAST: Ballast Operations: There are no ballast or slop reception 
facilities at Camar Marine Terminal, therefore all export tankers must 
arrive with clean ballast suitable to be discharged into the sea. 
Indonesian Government Regulations forbid discharge of water 
containing more than 15 ppm. of oil. Rejection of any tanker because 
of contaminated ballast will automatically invalidate a Notice of 
Readiness and may change priority of loading. Vessels discharging 
contaminated ballast overboard shall be subject to the laws of Indonesia. 

Vessels arriving at Camar Marine Terminal should have sufficient 
ballast to ensure safe handling and manoeuvrability in the prevailing 
weather and sea condition and in accordance with good seamanship. 

Whenever possible loading should be so arranged as to run 
concurrently with deballasting, provided that there is a 2 valve separation 
maintained between ballast and cargo. Permanent ballast should not be 
discharged before the export tanker has loaded an equivalent amount 
of cargo. 

The Mooring Master will be present and observe the tank inspection 
prior to loading but will not sign certificates attesting to the emptiness, 
cleanliness or suitability of the cargo tanks. The ullaging of the slop tank 
and determination of oil content will also be observed by the Mooring 
Master. 

TUGS: Two tugs and one line boat will be available to assist berthing/ 
unberthing operations. 

HOSES: Hose Connection: Upon completion of mooring, the loading 
hoses will be connected to the export tanker’s port manifold. This must 
have 2x12 in. 150 ASA flanges. The storage vessel's hoses will have 
quick disconnects on the ends of them. The export tanker’s derrick will 
be used to transfer the hose end on to its deck and to align the quick 
connect flange of the loading hose on to its loading manifold. Each hose 
string has a support chain connected to the second-to-last flange. This 
is to be made fast on to the “crucifix” or “bitts" to support the weight of 
the hose string. Each hose string will weigh approximately 4.5 tons. 
Hose Disconnection: On completion of loading and when the export 
tanker has been informed by the storage vessel that all flow has ceased, 
the hose end butterfly valves will be closed, followed by the export 
tanker’s manifold valve. Sufficient drip trays must be provided on the 
export tanker to prevent pollution by any oil from the reducing pieces 
and spool pieces. Any clean-up costs shall be to the Owner/Charterer's 
account. The butterfly valves on the hose ends will be sealed by a 
representative of Customs and Excise. The hoses will be disconnected 
from the ship's manifold and a blind flange put on the ends of both of 
them. The derrick wire of the storage vessel will be connected in turn 
to each of the hoses and the string will be lifted onto the deck of the 
fone vessel. 

LOADING: The export of crude oil is carried out by ship-to-ship 
alongside transfer. The storage vessel has 4 Yokohama pneumatic 
fenders (size 2.5 m. diameter x 5.5 m. long), spaced 120 ft. apart. These 
are on the starboard side of the storage vessel. The storage vessel is 
equipped with a metering and proving system which is certified by the 
Indonesian Government. 

Loading Operations: When the Officer-in-Charge on board the export 
tanker has declared the vessel ready to load, with all necessary valves 
open, the representative of Customs and Excise will break the seal on 
the butterfly valve at the loading hose end. The butterfly vaive will then 
be opened. The Mooring Master will instruct the storage vessel to 
commence loading at a slow rate. When the export tanker has confirmed 
that everything is operating in good order, then the rate will be increased. 
The export tanker may request a loading rate up to a maximum of 
30,000 bbis./hr. 

Throughout the loading, a responsible Deck Officer shall be in charge 
of export tanker operations, either on deck or in the cargo control room. 
In addition an efficient Deck Watch in constant contact with the cargo 
control room must be maintained at all times. 

At any time during loading, transfer rates can be reduced on request. 
Except in emergency, 10 minutes notice should be given to the storage 
vessel when rate reduction is required. Valves must not be closed 
against incoming oil. 

If for any reason radio communication between export tanker and the 
storage vessel is lost, the storage vessel will stop loading until radio 
communication is re-established. 

The volume of oil loaded is accurately available at all times from the 
storage vessel and periodic comparisons can be made. 

The volume of oil to be loaded shall be agreed between the export 
tanker’s Master and the Mooring Master with due regard to any written 
instructions received by the Mooring Master in advance. In the event of 
any conflict, the export tanker Master’s requirements shall prevail and 
Enterprise Oil will not be held responsible for any failure to comply with 
the Owner/Charterer’s requirements. 
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Subject always to considerations of hemp! the export tag 
normally stop the loading once the volume of oil agreed to ty,’ 
has been loaded. Any advance arrangement for the Storage % 
stop the cargo must be made in writing. The request must reas 
statement by the export tanker’s Master that Enterprise Oil wy 
held responsible for any error, and that in case of the export tankes 
emeeces the excess cargo cannot be pumped back to thew 
vessel. 

The export tanker’s Master will also be held responsible for any 
caused by this request. ’ 
Cargo Documentation and Inspection: Documents such as Be 
Lading, Quality Certificates, Quantity Certificates, Time ig a 
Certificate of Origin, Cargo Manifest and Master's Receipt of Dooiny 
Samples, etc. are prepared at Camar Marine Terminal. When the gp 
tanker has been loaded, the documents will be co andy | 
aboard the tanker for the Master's signature. Signing of these ) 
by the Master will take place at the same time final departure cles, 
formalities are being carried out. 

Immediately upon completion of loading, the official Bill Oly 
quantity will be relayed to the Mooring Master by radio. In the eve 
a dispute, the export tanker will be requested to reched: 
measurement and calculations of the quantity. The Mooring Magy, 
not witness such measurement and calculations of the quantiy ) 
both ship and shore figures have been verified, should an appre 
difference still exist, receipt of a Letter of Protest will be ACKnOwin 
by the Mooring Master. 

Notes of Protest, if any, should be handed to the Mooring Mage 
further delivery to Enterprise Oil (Bawean) Ltd. The Mooring Mass 
only authorised to acknowledge receipt and not to accept suche 
as correct. 

From time to time owners, charterers, consignees and other inter 
parties may appoint third party cargo surveyors to survey the by 
operation on their behalf. Any delays caused by the cargo sun» 
shall be considered “vessel delays”. 

hesaegecbania ty | any provisions contained elsewhere herein, Cs 

Marine Terminal Certificates shall be final and binding save for fay 
manifest error. 
Departure Procedures: \immediately after the loading hoe 
disconnected and stored on the storage vessel and all 
documentation has been completed, the export tanker will be unm: 
The export tanker will single up to one breast line and one sprig) 
each end. The two tugs will be made fast at either end of the « 
tanker. All mooring lines will be released and the tugs will pull thee. 
tanker away from the storage vessel. When the export tanker is# 
clear the tugs will be released. 


FRESH WATER: Not available. 

FUEL: Not available. 

REPATRIATION: Crew changes not allowed. 
SHORE LEAVE: Not allowed. 


GARBAGE DISPOSAL/WASTE OIL DISPOSAL/SEAMAN’S CLii 
No facilities (Off-Shore Terminal). 


CURRENCY: Rupiah. 
SERVICES: No stores available. No crew mail can be received o# 


WEATHER: The Camar Marine Terminal is an open unshet 
mooring. Weather conditions may preclude moori ations 
require the export tanker to unmoor before completin ing. Inte 
circumstances good judgement should be used by the expor taw 
Master, under the Mooring Master's advice as to what action to 
Currents: \n general these are up to 1.5 knots but can on occas#’ 
to 2.5 knots. : 
Wave Heights: December to February (N.W. Monsoon season) 
wave direction is predominantly West and N.W. and the wave 
exceeds 6 ft. for 20% of the time. 

March to May: Wave height exceeds 6 ft. for only 5% of the time. 
direction is from the East and S.E. ; 
June to October: (S.E. Monsoon season): The wave direct 
predominantly East, S.E. and South and the wave height excess’ 
for 33% of the time. This is the roughest season. 

November: Wave direction is predominantly East, S.E. and Sout! 
the wave height exceeds 6 ft. 2% of the time. This is the calmest 
Air Temperatures: This averages about 82° F. and varies betwee” 
to 95° F. with occasional maximum temperature over 100° F. 
Rainfall: Maximum occurs during the N.W. Monsoon seasot 
average rainfall is approximately 113 in. per year. 

Humidity: The relative humidity is often in the range of 70% - 10 
Sea Temperature: On the surface approximately 84° F. — 86°F. 


GENERAL: 

Responsible Officers: The man in overall control of the Marine Te 
and associated facilities is the Production Superintendent. The ™ 
ordinating marine activities and acting as “Mooring Master’ is theM# 
Superintendent. 

Safety/Environmental Requirements: As for all tanker Lr 
operations, vessels visiting Camar Marine Terminal must ¢ 

the minimum safety requirements specified in the “Internation 
Guide for Oil Tankers and Terminals” (1.S.G.O.T.T.) and the oc 
“Recommendations for Ship to Ship Transfers”. Vessels ™ 
comply with the current SOLAS and MARPOL requirements. 

When the Mooring Master boards the export tanker, he wil 
the Master with a safety booklet containing details of the safety ® 
regulations and safety check list. When fully checked and 4 
the regulations will be signed by both the Mooring Master and te 
Master. 

Satety and Fire Regulations will be strictly adhered to and thet 
Master will make periodic checks to ensure that they are bei A 
If any infringements of these safety or environmental ont 
observed, they will be brought to the attention of the Master a 
action. If no action is taken immediately, the Mooring Maste “4 
such action that would appear to be most appropriate and sha 
the Master accordingly. 
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gene for Appointing Agent: Indonesian Government Regulations 
cre Pertamina Directorate of Shipping and Telecommunications 
wr ted General Agent for all tankers proceeding to load in 
io 
nares ertamina Directorate of Shipping and Telecommunication, 
Agency Department, 19th Floor, Pertamina Building, 

Wedan Merdeka Timur 1A, Jakarta, Indonesia. Cable address: 
annaship IA. Telex: 44450, 45348. Tel: 343 806, 303 3356, 303 
wy, ee ering for the first time in Indonesian waters, owners or 
an are required to appoint Pertamina Directorate of Shipping 
“a Telecommunication Agency Department as general agent to attend 
we at Camar Marine Terminal by Letter of Appointment. This 
wy of Appointment must be endorsed by the nearest Indonesian 
esate t0 point of dispatch of the letter, and this must be sent at least 

: to the vessel's arrival. The above applies also to vessels 
sch may have changed their name and vessels for whom the Letter 

Appointment has expired. Owners or charterers can attach a list of 
vessels under their management which are scheduled to operate in 
waters. In such cases, the single Letter of Appointment will 
se valid for all ships named in the letter. Letters of Appointment have a 
aaty of one year after which they must be renewed. Each tanker 
wterng tha Camar Marine Terminal must have been granted an entry 
w agency permit prior to its arrival. It is vital that the general agent 
the following information 2 weeks before the vessel's arrival, 
pmable the necessary permits to be obtained from the Government 
seciorate General of Sea Communications: 
ia) Name and full address of owner. 

b) Name of tanker and call sign. 

c) Deadweight tonnage and length overall. 

i) Flag and port of registry. 

\e) Certificate of Registration number. 

) Name of Master. 

(g) Number of crew. 

n) ETA at Camar Marine Terminal. 
() Last port of call. 

{) Intended Indonesian ports of call. 

(x) Destination after loading. 

() Quantity and type of crude oil to be loaded. 

Owners or Charterers of vessels loading at the Camar Terminal are 
#emed to warrant that an agent has been appointed and that all permits 
muired from time to time have been obtained. Owners and Charterers 
val hold Enterprise harmless from any and all consequence of any 
glue of the vessel to comply with Indonesian Govemment Regulations. 
‘vance Payment: Advance payment for Government and port charges 
sould be sent to: 

*etamina Agency, (account No. 11.51.006.000.0005), Bank Negara 
ndonesia, Cabang Gambir, JI. Kebon Sirih 77A, Jakarta, Indonesia. 

To facilitate handling preparation, owners/charterers are required to 
vex “Pertamina Directorate of Shipping and Telecommunication” 
uvsing Telegraphic Transfer (T.T.) number, the name of the vessel for 
wich the T.T. is made and the Indonesian Ports of call. Telex numbers 
me 44450 and 45348. In those instances where advance payment 
aceeds the actual port charges and disbursements the balance will be 
edited to the owners/charterers accounts or remitted by the agent. 
‘ether Pertamina nor Enterprise will be responsible for demurrage, 
apenses or other charges resulting from failure to pre-arrange 

op this manner. 
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- ‘berator: Enterprise Oil (Bawean) Ltd., P.O.Box 97/JKWK, Landmark 
aie, 21st Floor, JI. Jend. Sudirman No. 1, Jakarta 12910, Indonesia. 
® 0062-21-571-2707, 0062-21-520-9551. Telex: 62912 Eprise IA. 
*% 0062-21-571-2755, 0062-21-570-0385. Contact: Captain 
‘EHancock, Marine Adviser. 


WADING: 06.00 S. 105.57 E. 


4PMASTER'S REPORT: January 1986. 


“CATION: The Port of Cigading is situated in position: Lat. 06° 00.3’ S., 
29. 105° 57.5’ E. and about 45 nautical miles N.E. of the entrance to 
*a Strait. The port is under the control of Port Merak, which is 
Remmately 15 km. — 18 km. N.E. of Port Cigading. 
MENTS: Crew Personal Effects Declaration, Provisions List, 
Stores List, Crew List, Currency List, Seaman's Books, 


"PROACHES: Vessels can approach this port any time during day or 
Ron no berthing possible after sunset. 
° AGE: Pilot station located at Merak. Pilot station on VHF Channel 
Sign “Kilo Bravo”. Station also guards Channel 16, with working 

zag 13 and 14. Pilot boat guards Channel 12. 

' attended by Pilot at Banten area: 

2 & Root Terminal. 

-Port of Banten. 

t pening Terminal. 

5 Unggul Indan Corp. Jetty. 

“ad Chemical Jetty. 

; Prointal Chemical Jetty. 

A Me Pertamina Terminal. 

3 iPeerery Terminal. 

0 od g. Serong Terminal. 

if poalaya PLTU Coal/Oil Jetty. 


Olychem Lindon Jetty. 
“80 S86 “Radio”, “i 


“= 
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ANCHORAGES: Vessels awaiting berth can safely anchor 4 cables N.E. 
of the berth in a depth of 22 m. — 24 m. The currents are very strong in 
this area. The vessel experienced 3-4 knots of current from 
Northeasterly and Southwesterly directions, changing every 12 hours, 
depending upon the tide. Vessels are advised to pay out substantial 
amounts of cable in order to retain the anchor position. 

HEALTH: The Health Authorities board the vessel for Pratique. All 
international health regulations are followed. The officer checks all the 
vaccination books for inoculations. Ships arriving from African or South 
American ports are required to have yellow fever certificates. Pratique 
is granted only after the officials check all the papers and complete 
formalities. 

RADIO: Radio Jakarta 500 kHz. Call sign JKI. 

Arrival Advice: 48 hours before arrival at Cigading, it is essential to cable 
the local Agents, the full details of the vessel and ETA, including the 
requirements of pilot service for berthing the vessel. The Pilot is 
stationed at Merak, as and when any vessel calls at Cigading, the Pilot 
is arranged from Merak. There is only one Pilot supplied from Jakarta 
for Merak, Cigading and other minor ports. Pilotage is maintained by 
the pilotage division of the port of Banten. 

Chief Pilot/Harbour Pilot: Sukendear Hadi Utomo. Office: 105 Pulorida 
Street, Merak-West of Java, Indonesia. Tel: 367808/367594, ext. 194 
via P&T. Residence: JI Raya Anyer No. 03, Komplek B.P.P., Tegal Ratu 
Cigading, West of Java, Indonesia. 

24 hour service is available. Masters or Agents are requested to 
advise the Pilot whenever there is a change in an ETA. 

TUGS: There are 4 small tugs, stationed at Cigading, each 
approximately 800 b.h.p. These tugs are generally used for towing 
barges and also utilised for ships berthing at Cigading. Vessels are 
unberthed at any time during day or night. 

BERTHING: There is only 1 long berth extending well into the sea, 
running in a N.E./S.W. direction. The length of the berth is 550 m. and 
the breadth approximately 55 m. The outer portion of the berth is utilised 
for discharging iron ore and has 2 unloading arms. It is mobile and rail 
mounted. Maximum outreach of unloader from fender face is 24 m. The 
unloader has grabs, each with capacity of 10 tons. Minimum air-draft to 
be be maintained at berth, 15.9 m. during maximum high tide in ballast 
condition. The S.W. portion of the berth is utilised for loading sponge 
iron, and has one loader. During our stay the loader was not operational. 
Ships were loaded by truck loads. 2 small vessels of 4,000—5,000 d.w.t. 
capacity can be berthed alongside simultaneously. The inner portion of 
the berth, particularly the Northeasterly portion, is utilised by general 
cargo ships of lesser draft and le . The depth of water at the inner 
berth is said to be 11 m. plus tide. The depth of water at the outer berth 
is about 14.5 m. plus rise of tide. The inner portion of the berth is angled 
in the mid-section. The closed conveyor belts and necessary 
installations running overhead, almost in a Southeasterly direction. 
A wide road runs below. 

The iron ore discharge from the vessel is fed solely through the 
conveyor to the steel plant. The steel plant is directly connected by the 
said conveyor. The “Karakatu Steel Plant’ or works, (government 
owned) is situated approximately 7 km. N.E. of the berth. 

The discharging rate at the berth is 700 tonnes/h., allowing for the 
breakdown of the conveyor at times. 

Our vessel: LOA 245 m. Beam 32 m. Max. arrival draft 13.70 m. 
D.W.T.: 76,900 tonnes. Discharged 71,500 tonnes of iron ore pellets 
from Brazil in 6 days. 

MEDICAL: Hospital, doctor and inoculations are available at Cilegon 
and Merak. Serious cases to be attended to at Jakarta. 

DENSITY: 1022. 

FRESH WATER: Not available. 

FUEL: Not available. 

CONSULS: None. 

REPAIRS: No facilities available. 

GANGWAY/DECK WATCHMEN: Not compulsory. 


CUSTOMS ALLOWANCES: Allowances are as Jakarta 
requirements. Personal declaration forms are essential. All electronic 
goods and currency must be declared on the personal property 
declaration. Beside this, Provisions List and Bond Statement is also 
essential (1 copy each), along with the Crew List (1 copy). 


REPATRIATION: Possible. During repatriation crew baggage is 
thoroughly checked by the Customs. Any electronic goods in possession 
of crew are entered in the individual passports. 


AIRPORT: Jakarta, 3 hours by road. 


BANKS: patio facilities available at Cilegon. Several Indonesian 
National Banks have branches at Cilegon. Travellers’ cheques are 
honoured in the shopping complexes. 


SHORE LEAVE: No restrictions. 

Immigration authorities take away all Seamen's Books/Passports into 
their custody. Identity Cards are issued to each crew member. Seamen's 
Books/Passports are returned to the vessel prior departure. 

Shore leave passes to be carried by the crew member when going 
ashore. 


GENERAL: 

Provisions: Available. 

Currency: US$1.00=1135 Rs. (January 1986). 

Agency: Karana Line are the recommended Agents at Cigading. They 
have an office situated at nearest town — Cilegon. Karana Line have 
long-term contracts with the Indonesian Government for supply of iron 
ore to the existing steel works near Cigading. 

Head Office: Address. JI. Kali Besar Timur 30 Jkt. Tel: 679103 (5 lines). 
Telex: (011) 42727, 42895. Cable Address: Karana Line. P.O.Box 81. 
Office: JI. Raya Cilegon No. 31. Tel: 157-7.6378 (K S) Cilegon. 
Karana Line have representation on board throughout the ship's stay. 
Hence communication was excellent and smooth. All other appointed 
Agents have to come from Jakarta, which is about 130 km. from 
Cigading. No other Agency has an office near the port. 
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SHIPMASTER’S REPORT: June 1988. 


DOCUMENTS: 

8 copies Crew List. 

2 copies Stores List. 

2 copies Crew Declaration. 

The following documents are taken ashore and returned with the 
clearance outward: 

Certificate of Register. 

Load Line Certificate. 

Safety Construction Certificate. 

Safety Equipment Certificate. 

Safety Radio Certificate. 

Derat Exemption Certificate. 

Health Book. 

Last Port Clearance. 

PILOTAGE: Pilot boards from a launch which is equipped with VHF. 
| was advised that pilotage was only available during daylight hours. 
ANCHORAGE: The anchorage is about 4 cables N.W. of the Northern 
end of the jetty, in position 6° 00.4’ N., 105° 57.2’ E. Depth of water is 
about 20 m. 

RADIO: Communications were via Agent in Jakarta as the port is not 
equipped with facilities. The Agent should be given 10 days, 5 days, 
3 days, 2 days and 1 days Notice of Arrival. 

TUGS: 23,000 h.p. tugs available. 

BERTHING: There are 4 berths available with a depth alongside of 
14.0 m. In addition, 2 cargo wharves and a timber terminal are being 
developed nearby. 

The vessel loaded a cargo of steel products and the approximate 
loading rate is 6,000 tonnes per day, but this is subject to supply of 
trucks and reliability of fork lifts. 

There is no shore gear for working general cargo. There are two 
unloaders for ore and coal imports and a bulk loader which is used for 
turnings and other mill waste. 

STEVEDORES: Work throughout 24 hours. 

MEDICAL: Facilities available. 

FRESH WATER: Available at jetty. 

CONSULS: At Jakarta. 

REPAIRS: No facilities available. 

SURVEYORS: Based in Jakarta. 

REPATRIATION: Can be arranged via Jakarta. 

GENERAL: Stores: Provisions and some stores can be obtained. 

Communications: Communications are poor as Agent has no telephone 

or telex links. Krakatau Steel Company will allow use of their telephone 

and telex. Vessel was permitted to use her radio to send daily cargo 

reports. 

Travel/Accommodation: Jakarta is about 110 km. by road. The Merak 

Beach Hotel is about 16 km. from the berth. 

preues ces P.T. Krakatau Steel and P.T. Cold Rolling Mill Indonesia 
tama. 

Agent: Vessel's Agent based at Cilegon. 

Chart: B.A. Chart No. 918. 


SHIPMASTER’S REPORT: November 1992. 


TANKERS: Vessel ties between 4 buoys, with 3 small hose marking 
buoys on starboard side. After the vessel is secured between 4 buoys, 
the divers pick-up 2 under water hoses for connecting to ship's manifold. 

Maximum Size of Vessel: 220m. 

Depth at the berth is approximately 18.0 m. 

Pilot uses 3 tugs for berthing/unberthing, which are necessary for 
positioning the vessel and keeping it away from hose marking buoys. 

Hoses are 2 x 10in., although | received conflicting information 
regarding the sizes of hoses until the time of berthing, Agents and Cabot 
Chemicals kept insisting that the hoses were 8 in. each. 

The vessel has to connect both hoses as they are part of the same 
line ashore. 

Maximum pressure permitted is 4.0 kg. at the ship’s manifold. Vessels 
must not increase this pressure as it causes leaks in underwater hoses 
and unnecessary delay to the vessel. 

Wind is normally from the S.W., hence it is necessary to pass 4 good 
ropes to buoys on port side (forward and aft), and 3 ropes to buoys on 
starboard side. 

Berthing/unberthing only in daylight, although | received conflicting 
information about it as well, until the time of departure. 

The berth and the pipelines are owned by the steel factory and they 
receive a fuel oil tanker every 14/15 days. My ship was discharging 
Carbon Black for P.T. Cabot Chemicals, who normally hire the berth 
a a hi facilities from steel factory to fill up their tanks once every 

months. 
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CILACAP (Tjilatjiap): 07.44 S. 109.00 E. 


(a) CILACAP PORT. 
(b) CILACAP — IRON SAND PORT. 


(a) CILACAP PORT. 


(Seep, 


DOCUMENTS: Upon arrival vessels have to produce the foley 
Certificates and Documents, which will remain in the Harbour Nes 
custody until cleared: 

Nationality (Registry) Certificate. 

Seaworthiness Certificate. 

Measurement (Tonnage) Certificate. 

Derat (Exemption) Certificate. 

International Load Line Certificate. 

International Oil Pollution Prevention Certificate. 

Safety Certificate (passenger ships). 

Safety Equipment Certificate (cargo ships). 

Safety Radio and Radiotelephony Certificate (cargo ships). 

Certificate of Approval (ship's radio station). 

Health Book or Bill of Health. 

Last Port Clearance. 

Subscription of Light and Harbour Dues and wharfage if any. 

Crew Lists and Passenger’s Lists. 

Passports and Seaman's Books. 

Stowage Plan. 

Personal Effects List. 

Bills of Lading. 

Ship's Articles. 

Ship's Stores List. 

Other certificates and documents as required. 
PILOTAGE: Compulsory. 8 Harbour Pilots available. 6 hours » 
required for berthing and 3 hours notice required for unberthing § 
available 24 hours for vessels up to 150 m. LOA and tankers » 
36,000 d.w.t. and daytime only up to 1800 hrs. for vessels over {§ 
LOA and tankers over 36,000 d.w.t. 

Pilot station on VHF Channels 12, 14 and 16. 

Pilot station position: Lat. 07° 44’ 30” S., Long. 108° 59’ 46"E 


ANCHORAGES: 
Cargo Ships: 07° 45’ 25.0" S. and 07° 46’ 26.8'S 
109° 02’ 50.0” E. - 109° 03’ 07.0°E 
be] 
07° 45’ 34.0" S. and 07° 46’ 22.5'§ 
109° 03’ 12.2” E. 109° 03’ 37.0°£ 
Tankers: 07° 45’ 38.0" S. and 07° 46’ 22.5°§ 
109° 03’ 12.2” E. - 109° 04’ 28.55 
° 
07° 45’ 38.0" S. and 07° 46’ 10.0'S 
109° 03’ 48.5” E. 109° 04’ 28.55 


ey tT ana Least depths at the bar and in the channel are 7 
at LWS. 

Current: Semi-diumal. By the influence of the Donan River, espe 
during the rainy season, the duration of the outgoing current is by 
than that of the ingoing. In the rainy season the outgoing cumet: 
reach 5 knots. 

Channel Depths: Depths in metres at LWS. 


Crude Island Area Area = Bap 
Berths 70 60 Doo 
Outer Channel 17.0 17.0 17.0 1h 
Entrance Channel 16.0 14.5 12.1 4) 
Inner Channel 14.5 12.1 7.0 4 
Berth/Port Basin 17.0 13.0 8.0 4 
Turning Basin 14.5 13.0 8.0 “ 
Minimum Underkeel Clearance: 
Outer Channel 2.64 m. or 20% o# 
Entrance Channel 2.00 m. or 15% a 
Inner Channel 1.32 m. or 10% d@ 
Turning Basin (Crude Island Berth) 1.32 m. or 10% d# 
Channel/Basin of Area 70 1.10 m. or 10% o# 
Channel/Basin of Area 60 0.55 m. or 10% d# 


MAX. SIZE: 
Cargo Vessels: Max. LOA 186 m. Max. draft at HW 9.5 m. 
Tankers: Max. d.w.t. 85,000. Max. LOA 250 m. Max draft 1207 
Also see “Tankers”. 

HEALTH: Vessels arriving from abroad direct have to apply # 
advance to the Department of Health (Quarantine Sectio") 5 
Provisional Free Pratique, as said Pratique has to be cabled tof? 
concerned. The Provisional Free Pratique is only valid for t’ 
concerned, the next port of call must be a First Class Port as no 
Provisional Free Pratique will be issued, unless the vessel sails OF 
abroad. 
RADIO: Cilacap Coastal Radio Station. Call sign PKR-3. Frew” 
500, 474 and 8714 kHz. Station also on VHF Channel 16. 
Tankers: Cilacap Radio (PKR-6) is owned and operated by Powe 
The station keeps 24 hour watch on 500 kHz and works on # 
with power of 1 kW. See “Radio Signals” for other working 
Advice of Arrival: The Master of a vessel shall advise “P ; 
72 hours prior to arrival at Cilacap Port regarding the ETA 8%" 
requirements by cable/telex via Pertamina’s Coastal Radio Stato 
sign PKR-6) or via Cilacap Radio (PKR-3) or Jakarta Radio 
The ETA advice to be confirmed 48 hours and 24 hours belo®™ 
Details of arrival cable/telex: The following information shall be ™ 
in the Master's cable: 

Name of vessel, call sign and Nationality. 

ETA and date in local time (GMT + 7 hours). 

Any ballast on board (type and quantity). 

Deballasting time. 

Maximum loading rate. 


Bill of Health. 
sizes of vessel's manifold. 


report of call. 

. pijot on Channels 16 and 20. Pertamina on Channels 16, 9 and 19. 
if: Masters of vessels arriving at Cilacap are requested to contact 
petamina Shipping” either through Coastal Radio Station (PKR-6) on 
ue Channel 16 and 19 or direct by VHF Channel 16. 
ys: +870 h.p., 11,700 h.p. (twin-screw). 
} sors - Pertamina: 4 tugs. 3x 3,000 h.p. ("Z" peller) and 11,740 h.p. 


f lemarts: Tankers require the following under normal 
8 ews for berthing and unberthing. 


A up 100 m. 1 tug. 
Oe 01 m. — 150 m. 2 tugs. 
LOA 151 m. — 200 m. 3 tugs. 
LOA over 200 m. 4 tugs. 


ING: Outer Roads while waiting for the Pilot during the West 

a safe anchorage in 12 m. water. During the S.E. monsoon 

ja safe anchorage. Inner Roads, under all circumstances a safe 
yenorage in 9 m. water in the vicinity of Nusa Kambangan opposite 
ne quays for small crafts and East of Tg. Sodong. Vessels over 80 m. 
eegth have to moor due to limited swinging space, current and winds. 


Depth 
Name Length at LWS Remarks 
(m.) (m.) 
Wharf No. 1 120 75. — 
Wharf No. 2 134 85 — 
Wharf No. 3 142 85 — 
Wharf No. 4 130 60 — 
Pusri Jetty Under Construction _ Fertiliser 
Aneka Tambang Jetty 156 11.0 See “Section B” 
Semen Nusantara Jetty 70 5.5 Cement 


STEVEDORES: Working hours Monday—Thursday 0730 — 1200 hrs. 
and 1300 — 1530 hrs. and Saturday. Overtime Friday 0730 — 1130 hrs. 


| w»¢ 1300 — 1530 hrs.; Sunday-holidays 0730 — 1200 hrs. and 1300 — 


1590 hrs.; Night shift 1700 — 2300 hrs. Gang’s capacity: Loading general 
go 12t.p.h.; bagged cargo 20t.p.h.; iron sand by conveyor 
“0 tp.h. — 500 t.p.h.; bulk cargo 17 t.p.h. 


MEDICAL: Pertamina Hospital Service and Public Health Service. 
TANKERS: Berth Particulars: 


Size Restriction 
Depth Max. DWT LOA 
Location Berth at LWS Draft min. max. min. max. 
(m.) — (m.) (m.) (m.) 

Oude Island Berth (CIB) 

Platform “A” 17.0 12.0 35,000 135,000170 250 

Platform “B” 17.0 12.0 35,000 135,000170 250 
Nea 70 

Jetty B-I 13.5 11.0 3,000 35,000 87 200 

Jetty B-II 13.5 11.0 3,000 35,000 87 200 

Jetty B-Ill 13.5 11.0 3,000 17,000 87 165 
Area 60 

Jetty Donan-! 8.0 6.5 700 3,000 50 85 

Jetty Donan-ll 8.0 6.5 700 8,000 60 105 

Jetty Donan-ill 8.0 6.5 600 3,000 51 105 
PON 

Whart 6.5 700 10,000 60 135 


Vessels berth starboard side to at the Crude Island Berths and port 


| Se fo at all other berths. 


Store Storage Tanks: 


Oil Products Total Safe Capacity 
Crude Oil 1,010,971 cu.m. 
Slop Oil Area 70 15,000 k/I 
Area 60 3,580 k/I 
*oducts/Loading Rates: 
Average Rate Connections 
8erth Cargo Handled Loading Disch. No. Hose Arm 
i K/.p.h. t.p.h. in.) (in. 
OBI Crude Oil R yyy 4 ag ory 
MDF/MFO 350 = 1 4 - 
Fresh Water 50 = 1 42 - 
OB-II Crude Oil = 4,000 4 - 12 
MDF/MFO 350 = 1 4 - 
Fresh Water 50 = 1 42 - 
4 Crude Oil = 1,500 Dee 10 
White Products 1,500 - 2 - 10 
Black Products 1,200 - 2 - 10 
MFO 200 - 1 4 - 
Bi Water 10 t.p.h. - 1 2 - 
Crude Oil - 1,500 2 - 10 
White Products 1,500 - 2 - 10 
Black Products 1,200 - 2 - 10 
MFO 200 - {pen 4e 
é Water 10 t.p.h. - 1 2 - 
ll White Products 1,500 - 2c t 48 
Black Products 1,200 = 2 - 10 
MFO 200 - 1 4 - 
bs Water 50 t.p.h. - 1 2 - 
+t =) (BES 150 a q) BY ag 
Lub Oil 200 - 1 - 6 
Avtur 200 - 1 4 - 
MDF 50 = Tata S? ves 
Fresh Water 5 t.p.h = 1 a 


INDONESIA 
Average Rate Connections 
Berth Cargo Handled Loading Disch. No. Hose Arm 
K/L.p.h. — (t.p.h.) (in.) (in.) 
D-II BFS 200 - 2 - 6 
Lub Oil 300 - 2 - 6 
Avtur 300 - 2 - 6 
MDF 50 - 1 3 - 
Fresh Water 5 t.p.h. - 1 2 = 
D-Ill LPG 300cu.m. — 1 - 6 
Avtur 300 - 1 4 = 
MDF 50 - 1 3 - 
Fresh Water 5 t.p.h. - 1 2 - 
PDN MDF 
MFO 50 - 2 6 - 
ADO 


Notice of Readiness: Upon arrival in the anchorage area and if the vessel 
is ready in every respect to load/unload, the Master may tender his 
Notice of Readiness. 

Notice of Readiness will be accepted by Loading Master/Oil Inspector 
once the vessel is alongside the jetty. 

Hoses/Loading Arm Connections: The loading hoses will be hoisted 
individually by the vessel’s gear. The hoses/loading arms will be 
connected/disconnected by shore personne! under direction of the 
Loading Master. Assistance is required from the vessel's personnel to 
operate crane, boom, winches, etc. Unused cargo and bunker 
connections to be blanked off. The Master will inspect and ensure to his 
satisfaction that cargo loading hoses/arms between shore and ship are 
in good condition. 

Equipment: Vessel must be equipped with the necessary lifting gear, 
i.e. derrick, blocks, tackle, gaskets, wrenches, bolts and nuts, deck 4 
stand and adaptors. 

Pre-Loading Notification: One hour's notice shall be given by the vessel 
to the Loading Master before her cargo tanks are completely empty or 
ready to be inspected. 

Before Loading: Before loading commences, the Master will check that 
International and Port Regulations pertaining to the safety of the vessel 
and terminal have been complied with, that the vessel is manned and 
in all respects ready to receive cargo and that all precautions required 
by circumstances have been taken. 

Agreed Communications During Loading: The Terminal's personnel will 
be at the jetty at all times during the loading operation. 

All communications related to the loading of the vessel must be 
passed to the Loading Master, who will remain in contact with the control 
room constantly. 

Failure of Communications: If communications with the control room fail, 
operations will be stopped until communications have been re- 
established. 

Loading Rate: Loading is commenced by gravity and when the vessel 
informs that oil is flowing into the tank the loading rate will be increased 
up to the required rate. A responsible member of the crew will be 
stationed on the main deck all the time and will maintain communication 
and remain in visual contact with the shore operator during loading. 

He will advise the operator when changes are required in loading rate 
and in the event of an oil spill he will notify the Loading Master 
immediately. 

The Loading Master will coordinate the cleaning of the oil in the water. 
Topping-Off: The vessel must give 4 hours notice to the Loading Master 
before starting to “TOP-OFF” and must advise if decrease in loading 
rate is desired. 

Completion of Loading: The vessel must give one hour's notice to the 
Loading Master before completion of loading. 

On completion of loading, all pumps will be stopped and the 2 butterfly 
valves on the loading arm will be closed and the loading arm will be 
disconnected before being lowered. There should be no leakages and 
all cargo tank openings on the tanker must be closed immediately after 
samples have been taken by shore laboratory personnel. 

Leaking Oil Tankers: \f during loading it is noticed that oil is leaking from 
the tanker, loading must stop and the tanker may have to leave the berth 
at the discretion of the Senior Terminal Representative. Loading will be 
resumed if repairs have been carried out to the tanker to the satisfaction 
of the Senior Terminal Representative. 

Cargo Documents: All documents to be completed as soon as possible 
after loading is completed. Signing of these documents, by the Master, 
is at the same time final departure clearance formalities are being carried 
out. 

Loading documents such as Bill of Lading, Quality and Quantity 
Certificate, Dry Certificate, Ullage Report, Loading Report, Certificate of 
Origin, Cargo Manifest and Master's Receipt for Documents/Samples 
are prepared at the terminal. 

Before Discharging: Before discharging commences the Le Master 
will inspect the ullages and sealed overboard and sea valves. Cargo in 
each tank will be sampled by shore laboratory's personnel. The ship's 
discharge pumps can be started after the shore pipelines and tanks are 
stated ready to receive cargo from the tanker. 

Discharge Rate: Discharge should be started at slow rate and be 
increased to the agreed rate (as itemised in agreed discharge plan) 
once both parties are satisfied that the flow of oil to and from designated 
tanks is confirmed. During discharge the flow of cargo should be 
controlled by ship's crew in accordance with the arrival agreement. The 
discharge rate should not be substantially changed without informing 
the shore. 

Stripping and Draining of Cargo Tanks: \f a slop tank or other selected 
tank is being used to receive the drainings of tanks being stripped, the 
ship's personnel should be alerted and aware that the oil level in the 
receiving tank will be increased. Special care should be taken to avoid 
an overflow and oil spill. 

Completion of Discharge: As soon as discharge is completed the Master 
and Loading Master will inspect the cargo tanks to ensure that all tanks 
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are in a dry condition. They will then sign the Dry Certificate at the same 
time. 
Hose Disconnection: Before hoses or arms are disconnected the drain 
cocks at the ship’s manifold should be opened into a drain tank or drip 
an. 
Cargo manifolds and hoses or arms should be blanked-off after 
disconnection. 
Outward Clearance Report: The Master of a vessel is requested to 
report to Pertaminaship agent once vessel has crossed the outer bar 
(Buoy No. ‘O’). 
Oil Pollution by Tanker: The Master of the vessel shall be responsible 
for any oil pollution caused by his vessel or crew. 
He should sign the oil pollution statement for P&I Club (insurance) 
purposes. 
Authority: Pertamina P&T UP — IV, Jl. M.T. Haryono No. 77, Cila 
53221, Indonesia. Tel: (0282) 22276. Telex: 25480 UPIVCP IA, 25494 
UPIVCP IA. Fax: (0282) 22853, 21710. 
Also see papers Reports” and “General” before first port. 
PORT EQUIPMENT: 
Cranes: 1 mobile crane with lifting capacity of 15 tons. 
Forklifts: 1x10 ton, 1x7.5 ton, 2x5 ton, 23.5 ton, 4x3 ton and 
3x2 ton. 
DENSITY: 1012 — 1020. 
FRESH WATER: Water is supplied through pipelines to the wharves, 
capacity 10 t.p.h. — 15 t.p.h. 
FUEL: Bunkers (M.D.F., M.F.O., H.S.D.) available alongside by pipeline. 
Supplier is State Corporation Pertamina. Rate 60 t.p.h. 
CONSULS: None. 
AIRPORT: Tunggul Wulung Airport. Distance from port 14 km. Served 
by Merpati Nusantara Airline with daily flights to and from Jakarta. 
IME: GMT plus 7 hours. 
PORT SECURITY: Maintained by members of the Indonesian Armed 
Services, usually, Police, Navy or Marine and Army. Crew members 
should be in possession of a shore pass issued by the Port Authority, 
accompanied by an identification card when leaving or entering the 
quarced gates of the Port Area. Shore passes can be obtained via the 
encies. 
CUSTOMS: It is strictly prohibited to take undeclared foreign currency 
ashore. It is recommended that Masters consult the Agents about the 
local prevailing Customs Regulations with regard to currency, cigarettes, 
spirits, etc., to prevent unnecessary difficulties and eventually fines. 
Ship's Inspection Team: Consisting of members of the Port Authority. 
This team will search the vessel, after the ship is cleared by the Port 
Medical Officer. Prior to mentioned search no Cargo handling is allowed. 
This Team will search the Store Rooms and Cargo hatches, and 
subsequently seals the Bonded Stores and Radio Transmitter. Careful 
attention should be given in making up the Store Lists, as any difference 
found in the items declared and discovered during the search may lead 
to difficulties. 
SHORE LEAVE: When leaving and entering the Custom’s Area the crew 
is checked on the basis of the Crew List and Identification Cards and 
searched. 
GENERAL: Charts: Indonesian Charts No. 69 and 108. British Admiralty 
Charts No. 912 and 1653B. 
DEVELOPMENTS: Dockyard for ship repairs under construction. 
Pusri Jetty for fertiliser under construction. 


SHIPMASTER’S REPORT: August 1985. 

Vessel (31,000 d.w.t.) entered Cilacap to load a cargo of gas oil for 
discharge at Bukom (Singapore). Unfamiliarity together with no chart for 
the port onboard created some difficulties, but in fact, it is quite an open 
approach to the port. However, entry into the dredged channel should 
not be attempted without guidance if the Pilot cannot board the vessel 
due to strong Southeasterly winds and heavy swell. 

Port Limits: Not clearly defined, but assumed to start in area of the 
Channel Entrance Buoy. 
Documents: All officials board after berthing. 

Customs were satisfied with 3 detailed copies of Personal Effects and 
Soe Declarations, plus 3 copies of Bonded and Ship's Provisions 

‘ores. 

Immigration require 3 Crew Lists, Agents 2 copies and Customs 
2 copies. Port Health also require 2 copies. Immigration also require all 
Passports (or Discharge Books where Passport not available) to stamp 
entry and issue Shore Passes. Passports are re-stamped with exit stamp 
prior to departure and Shore Passes must be returned, before sailing. 

2 Officials board from Port Health and require Master to complete and 
sign Health Declaration and they check Yellow Fever/Cholera 
Vaccination Certificates (all up to date). If onboard, they also require the 
Indonesian Health Book. 

For the Harbour Master, the Agent will collect the following documents 
for sighting ashore on signed receipt: Last Port Clearance, Certificate 
of Registry, Load Line Certificate, Safety Construction Certificate, Safety 
Equipment Certificate, Radio Safety Certificate, Derat Certificate, 
Tonnage Certificate, Certificates of Class, Hull and Machinery (both new 
building and completion of Survey Cycle), |.0.P.P., TOVALOP and Safe 
Manning Certificate. 

Agent also presents cargo manifests for signing for Customs. Bills of 
Lading for petroleum cargoes are issued on Pertamina Bills of Lading 
and others cannot be used or Pertamina’s endorsed. Issue usual 
protests as per Charter Party instructions. 

Radio/VHF: W/T as per Vol. 6. Station PKR6, very helpful, with good 
English will contact Agent for vessel — no charges for service. Closer to 
port, Pilots work Channel 12 and Agents (Pertamina Agency) works on 
Channel 19. 

Pilotage: Refer Pilot Book 34 Vol. II, page 50, Chapter 3.25 — the details 
re. Tg. Cimiring Lighthouse not pit sis to deep draft vessels as too 
far offshore to see any signals (6 — 8 miles). The lighthouse is also very 
difficult to spot during the day due to trees. Call on VHF Channels 19/ 
12 as indicated above. Chart coverage of the area is very poor. 
Tg. Cimiring should not be approached closer than 5 — 6 miles and the 
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headland rounded at this distance, unless local ki ava 
Good depths of water available if Pilot Book directions 
Channel Entance Buoy shown on B.A. Chart 912. However, 8 Ay 
912 (issued March 1985) is full of inaccuracies. N 

1. The buoyed channel has a dredged depth of approximately j; 
which is not indicated. ' 

2. Some leading line beacon lights are in the incorrect POSitige, 
the chart, or if correctly charted, do not show the present COrTeCt dines, 
of approach. 

3. Existing leading beacons bear no relationship to Present chan, 

4. Several buoys are not shown or position is doute, 
Characteristics, shape and topmarks also vary to those Shown ons, 
Chart 912. However, the Approach Channel is reasonably wel Meaty 
and vessels should experience no difficulties as channel buoys fyi, 
IALA system. 

Comments in the Pilot Book Chapter 3.26 concerning a black 
Buoy (1.60) and the light beacons (L36-50) should be di 
However, the caution re. tidal streams heeded. (L36-50). Our 
experienced a strong Southeasterly set onto the Channel Entrance 9, 
at half ebb despite Southeasterly winds Force 4 — 5. i 
wallowing in the swell was experienced and a good underkeel clea, 
should be maintained at all times. 

Comments in the Pilot Book re. Pilots boarding in the S.E. 
season are correct (R23-28). pps dls Southeasterly monsoon 
combined wind and seas/swell make boarding in the Outer 
hazardous and transit via the dr: channel to more sheltered way 
between Buoy Nos. 5 and 7 (abeam of Kg. Rempak) is requy 
However, Shipmasters with little or no local knowledge should reqy 
the tug to meet them at the Entrance Buoy and then act as lead ty 
along the channel (imperative if no local chart onboard). Local Pip 
and tugs very competent as Cilacap is quite a busy oil port. The 0» 
Buoy referred to in Chaper 3.28 on page 51 (lines L27-29) dogs» 
exist, but directions given are sound. 

Anchorages: Covered in Appendix of 34, Volume II. Several tane 
observed at anchor in S.E. Force 5 — 6 winds with swells of 2 m.-%) 
— no shelter afforded in Southeasterly monsoon weather, but repos 
as secure anchorage. Mined areas still exist. 

Restrictions: Max. permissible draft is 10.5 m. (SW). However, alw 
check. No written information re. depths was available to the Masie; 
table of Tidal Predictions (appeared to have been produced kxa 
offered, although latter printed. Shipmasters should insist on a 
being placed onboard. Caution is also required on receiving sax 
times. We refused to sail on falling tide when instructed and chos: 
depart at 1 hour before HW. Echo sounder trace indicated a mininy 
depth average of 4 m. recorded throughout passage to channel, exe 
for one shoal patch abeam of the Ore Jetty, showing 0.3 — 0.6 m. Ui 
The predicted tidal range at the times in question was approximas 
1.3 m. So on LW, likely UKC would have been 2.5 m. However,» 
Pilot indicated that the actual depths of water available on the Wests 
of the river are not really known and as vessel has to be — 
to sailing, it seemed prudent to have as much water as po: 
berthed starboard side to at Cilacap Berths (East side of river), vew 
tums bow to jetty on last of flood or bow out on ebb tide. Daylight salt 
only if vessel requires to swing prior to sailing. Otherwise, vessel a 
sail any time. Those vessels berthed on S.W. side of the river (on Ns 
Kambangan) appear to berth laden facing upstream and swing nh 
turning basin S.E. of the Ore Jetty in ballast. 

Tugs: 3 vertical screw tugs of 3,500 h.p. plus a smaller unit. Tugs ait 
push/pull practice. Very efficient. 

Berths: At Cilacap, 3 modern ‘T’ head jetties with Chicksan loading a 
and a storing crane. Use ship's gangway. Terminal security is very 9 
with a Security Guard and shore jetty man in attendance at all tre 
Entry to the terminal is by pass or written authorisation only. Jetties# 
designed for vessels in 150 m. — 200 m. length range. There are 2 sim 
jetties in the S.W. comer of the river downstream in the first bend® 
larger vessels. There was one vessel of 230 m. length alongside a 
our visit. Again, modern ‘T' head construction with dolphins. 


Tankers: Shore present 4x10 in. Chicksan arms. High loading 
achieveable. 1,800 cu.m.p.h. until hastily slowed down as was ves 
max. loading rate on one line. Cargo papers take about 4 — 5 hws 
Independent Surveyor appointed who was very efficient. No lab avait? 
for final density, so it more than 2 shore tanks loaded, surveyor 8 
mean of 4—5 samples drawn from ship's tanks to establish Bill of La 
Relative Density. No final density given by shore. 


Density: Lowest recorded was 1022 at half tide flood, but probably o# 
in the rainy season. 


Fire Precautions: Good check list procedures and detailed ® 
preparation/loading and discharge instructions given by Tem 
Representative. 


Surveyors: See “Tankers”. 
Gangway/Watchmen: See “Berthing”. 


Customs Allowances: 200 cigarettes and 1 case of beer and 1 bot’ 
spirits. No rummaging took place. 


Time: GMT plus 7 hours all year round. 


Storing: (See “Prelims”). Several chandlers available, Pet” 
vessels store locally. Believe locally supplied fresh vegetables andi 
of good value. All meats butchered locally. 

1. Truck. 

2. Not available. 

3. Goods would have to be brought to vessel on handcart ad 
0.5 miles on Jetty 3). 

4. Would imagine shipchandiler would provide labour. 


Shore Leave: Passes essential. Currency regulations not s 
enforced. Local trishaw costs about Sing.$10.00 per person re” 
town. Locals very friendly. Area best described as rural. 

1 hours flight, 4 hours by car and 6 hours by train from Cilacap 


all 


sapMASTER'S REPORT: August 1992. 

Boat reluctant to come outside, but channel clearly marked 
ae approach, except for heavy swell. 

we rage: Best to anchor well out to avoid swell. 

secon: Channel showed 16.0 m. depth throughout approach to 
ae Oll Terminal. ; : 

“\ dratt restrictions given by Pilot (vessel was 12.2 m. draft). 

a Crude Oil Terminal. All ships berth port side to in daylight hours 


®),.sel discharged through 2x12 in. hoses. 
to access to shore, except by Pertamina launch, which is irregular 


yd unreliable. 


\yTHORITY: Departemen Perhubungan, Perusahaan Umum 
~wabunan 111, Cabang, Cilacap, Jalan Laut Jawa, Pelabuhan Cilacap. 
‘ (0282) 21334, 22651, 22652, 22653. Contact: Soeroso 
orgwirosiswojO, Branch Manager. Sojoto Prawirodirjo, Harbour Master. 


») CILACAP — IRON SAND PORT. 


LOCATION: Iron Sand Jetty (loading installation) is situated at the Port 
yClacap, South coast of Central Java, in position: Lat. 07° 45’ 03” S., 
109° 00’ 51” E. 
“AGS: To be flown by incoming vessels: Vessel's National Flag; 
egonesian Flag; Vessel’s Number; Quarantine & Immigration Flag. 
PLOTAGE: Pilotage is compulsory. Two Government Pilots are 
ble. 
- is one pilot station in position Lat. 07° 44’ 08" S., Long.108° 
@ 34° E. If vessel wishes to be piloted to Iron Sand Jetty on day of 
yoval vessel must arrive at the pilot station before 1500 hrs. local time 
athe latest provided the Pilot is available (information of which will be 
ere es ae held 
DOCUME: : To be produced upon vessel's arrival: 
15 Crew Lists. 
10 Passenger Lists. 
5 Parcel Lists. 
8 Stores Lists. 
8 Cargo Manifests. 
3 Narcotic Lists. 
5§ General Information (if any). 
5 Personal Effects Lists. 
5 Vaccination Lists. 
Last Port Clearance. 
10 Firearms & Ammunition Certificates. 
10 Harbour Reports. 
5 Crew's Radio and Camera Lists. 
International Loadline Certificate. 
Maritime Declaration of Health Certificate. 
Safety Radio Certificate. 
Health Book or Bill of Health. 
Derat Certificate. 
Safety Equipment Certificate. 
Certificate of Registry and Tonnage. 
Certificate of Vessel's Nationality. 
nspection Team: This team consists of the Port Health Officer, Custom 
dficer, Harbour Master, Immigration Officer and Police. 
Atter the vessel is granted Free Pratique, the Immigration Officer will 
sheck Passports, Seaman's Books and Crew List and issue shore 


passes, 

RESTRICTIONS: Vessels served on first come, first served basis. 
/essels berth between 0600 hrs. and 1500 hrs. and leave during daylight 
‘ours on high water. The depths at LWS are: Alongside wharf, 13.0 m.; 
Channel Bar 11.30 m. 

'sssel’s Conditions: The height of vessel from water line to top of 
‘aichcoaming or railing must not exceed 15 m. Each side deck breadth 
‘om bulwark to hatchcoaming must be preferably 7 m. minimum and 
$m. maximum. 

WAX, SIZE: LOA 186 m. Max. draft 10.40 m. Deeper possible but it 
Spends on depth at the time of passing bar and after consultation with 
*: Harbour Master. 

DIO: Messages to Pasirbesi Cilacap can be sent through Cilacap 
“astal Radio Station, call sign PKR 3. 

‘al Notice — Information Required: 

Owner's Advice: Owner or Agent to advise by cable to Anekatambang 
“ana and Pasirbesi Cilacap at least 10 working days before vessel's 
pected arrival at the loading port. 

Peete Advice: At least 48 hours before vessel's arrival at Cilacap 

‘t Station, the ship's Master or Agent shall give the following 
“omation to Anekatambang Jakarta and Pasirbesi Cilacap: Last port 
* ‘all, draft on arrival, quantity of iron sand to be loaded, stowage plan 
ya division for iron sand cargo) and other necessary messages. 
eee amended arrival time must be sent at the latest 24 hours before 

Previous experience showed that one cannot rely on telegrams 
ening ETA sent by Agents at last port of call arriving in due time, 
sore Pasirbesi Cilacap waits for the Master's telegram in order to 

Sh Necessary preparation such as ordering Pilot etc. 

PS radio transmitter is not to be used while lying in port. 
S: Available. 
SERTHING: 


ee: Vessels are moored alongside 1 jetty and 6 dolphins with 
; wards with good nylon ropes, 4 fore, 4 aft, 1 fore breastline and 
ading Facilities: Loading installation consists of one boom (stacker), 
Sand is loaded into the hold of the vessel by means of conveyor 
m can be hoisted vertically from 00° to 60° but the maximum 
sang Se Proper operation is only up to 15° inclination angle and can 
may ‘85 m. (60°) to each side. The length of boom is 33.33 m. The 
™um outreach is about 16.33 m. from jetty to seaward. 


— 


ater breastline. Distance between the two extreme dolphins is 160 m. 


INDONESIA 


Loading Capacity: About 400 — 500 t.p.h., however, it depends on the 
type of vessel, cargo space and size of hatches available. 

Weighing: The iron sand is automatically weighed during loading by 
means of weightometer. The specific gravity of iron sand is around 2.60. 
Unloading: Cargo for Aneka Tambang only. 

Labourers: Labourers will be supplied by shipper. Making the vessel 
ready for loading to be done by vessel's Crew members. 
STEVEDORES: Loading is performed by shipper's personnel. Loading 
equipment to be furnished by the vessel. 

Working Hours: Loading to be effected on weather working days of 
24 consecutive hours, Sundays and Holidays included (WWD SHINC), 
but the following National Holidays are excepted: 

New Year (January 1st); Idulfitri (the fixed 2 consecutive days of the 
year; Idul Adha (the fixed day of the year); Independence Day (the fixed 
day of the year); Maulid Day (the fixed day of the year); Easter (the fixed 
day of the year; Waisyak (the fixed day of the year); Nyepi (the fixed 
day of the year); Ascension (the fixed day of the year); the first Muharram 
(the fixed day of the year) and Christmas Day (December 25th). For 
definite dates consult Port Administrator. 

CUSTOMS: Vessel's bonded store will be sealed by Customs Officer 
on arrival and will remain sealed until the vessel leaves Cilacap Port. 
Note: It is recommended that ship’s Master consult the Agents about 
the local prevailing Customs regulations with regard to currency, 
cigarettes, spirits, narcotics, etc. to prevent unnecessary difficulties and 
eventually fines. 

MEDICAL: Doctor, hospital and inoculation service available. 

FRESH WATER: Not available. 

FUEL: Not available. 

CONSULS: None. 

TIME: GMT plus 7 hours. 

REPATRIATION: Can be arranged. Repatriant to be guarded by 
Immigration Officer from Cilacap to Jakarta until his departure from 
Jakarta to the destined country. 

SHORE LEAVE: 

General: Crew members are permitted only to go to Cilacap. Shore pass 
must be carried by crew during shore visit. 

Going beyond Cilacap is prohibited without special landing permit, 
which can be issued by the local Immigration Officer through Agents. 
Visitors: Crew members are not allowed to invite friends, hawkers from 
shore aboard the vessel. It is also prohibited to lower lifeboats or rafts 
for purpose of fishing, sailing, visits to nearby islands, etc. 

At Anchorage: While lying at anchor awaiting berth, no one is allowed 
to go ashore until vessel cleared. 

Shore Leave Hours: From 0600 hrs. to 2300 hrs. local time. 
GENERAL: 

Fumigation: No facilities. 

Nature of Bottom: Sand and hard materials. 

Currents: Direction: at high tide, from East to West; at ebb tide, from 
West to East. Velocity: around 3-5 knots. 

Chart: Indonesian Sea Chart No. 108. 

AUTHORITY: Shipper's Local Office: P.T. Aneka Tambang (Persero), 
Unit Pertambangan Pasir Besi, Cilacap. Jalan Penyu, P.O.Box 123, 
Cilacap Central Java. Cable Address: Pasirbesi Cilacap. Tel: 22142, 
22143. Telex: 22457. FAX: (0282) 22217. 

Shippers: P.T. Aneka Tambang (Persero), Jalan Letnan Jendral TB, 
Simatupang Lingkar Selatan, Tanjung Barat, Jakarta Selatan 12530, 
Indonesia. Tel: (021) 7891234. Telex: 66209 ATKJKT IA. FAX: (021) 
7891224. Cables: Aneka Tambang Jakarta. 


CINTA TERMINAL: 05.27 S. 106.15 E. (See Plan) 


DOCUMENTS: The following documents are required for immediate 
inspection by the Terminal Officials: 

Maritime International Declaration of Health. 

Valid Derat or Exemption Certificate. 

6 copies of Crew Lists. 

Passenger List, if any. 

Certificates of Inoculation against any communicable diseases. 

Valid Passports and/or Seaman's Books for all Crew members or 

passengers. 

Notice of Readiness. 

Indonesian Consular Clearance. 

1 Crew Declaration of Personal Belongings. 

1 Ship's Stores Inventory. 

6 copies of Cargo Manifest for Cinta Terminal loading. 

1 Copy of Cargo Manifest for Transit Cargo with a Summary. 

1 Copy of Passenger Manifest. 

Clearance from the last port of call will be required by the Government 
Authorities. Crew Lists and Crew Declaration of Personal Belongings 
must be on the approved Indonesian documents. Vessels are advised 
on their initial visit to the port to obtain sufficient forms for future visits. 

In the normal course of events, Cinta Terminal acts as tanker agent 

and prepares all crude oil documents. No charges are made for these 
services. A tanker will be considered clear to depart Cinta Terminal when 
the crude oil loading documents and his outward clearance certificate 
have been delivered to the Master of the vessel. 
EQUIPMENT: A vessel must have both bower anchors and ground 
tackle in good working condition and in such sizes and amounts as to 
meet either “Lloyd's” or “A.B.S.” standards, although they may be in 
fact classified by other societies. It is strongly recommended that 
anchors have proper anchor buoys attached to each anchor. 
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All vessels must carry suitable stoppers for all manila or synthetic 
lines for mooring use. Vessels must also have 2 chain stoppers of 3 in. 
diameter chain, 3.0 m. from the Panama Lead, or fairlead with minimum 
20 in. diameter opening. 

Vessels to have suitable winches or capstans in good operating 
condition on the forecastie deck. Constant tension-type winches may 
not be used except when they can be solidly locked and the constant 
tension feature not used. 


PILOTAGE: Mop is compulsory within the Terminal limits. Vessels 
to be moored at Cinta Terminal will be boarded by Cinta Terminal 
Mooring Master in the pele area. The Mooring Master will advise 
the ship’s Master on approaches to the SBM, mooring, unmooring, 
connection and disconnecting hoses, and all other operations within the 
Terminal area. Vessels are requested to have a pilot's ladder, safely 
and securely rigged, ready for immediate use and long enough to meet 
the Mooring Master's launch. Vessels will provide a lee for the Mooring 
Master, both when boarding and leaving. Also a light line should be 
ready to take aboard the Mooring Master's portable radio. 


ANCHORAGE: Position is Lat. 5° 25’ 25" S., Long. 106° 11’ 09” E. with 
a radius of 1 mile which must be used by vessels required to wait at 
anchor. Anchoring within the Terminal Area is prohibited. Mooring 
Masters will board arriving tankers in the anchorage area. 

The holding area is West of the Export SBM with water depth of 18 
to 20 fathoms. Holding ground is fairly good. Area is large enough for 
sufficient manoeuvring and anand room for several vessels. 

If a tanker is not scheduled to berth on arrival (e.g. another vessel is 
already in the berth, or the Terminal is closed on account of adverse 


weather, etc.), Master will be advised by radio and requested to anchor. 


RESTRICTED AREA: The limits of the restricted area is covered by 
lines between points of the following positions: 


AA. Lat. 04° 48'S Long. 106° 12’ E. 
BB. Lat. 04° 48’ S., Long. 106° 14’ E. 
CC. Lat. 05° 04' S., Long. 106° 22’ E. 
DD. Lat. 05° 04'S., Long. 106° 27’ E. 
EE. Lat: 04°'56:5' S:, Long. 106° 27’ E. 
FF. Lat. 04° 56.5’ S., Long. 106° 34’ E. 
GG. Lat. 05° 00’ S., Long. 106° 34’ E. 
HH. Lat. 05° 00’ S., Long. 106° 30’ E. 
JJ. Lat. 05° 07’ S., Long. 106° 30’ E. 
KK. Lat. 05° 10’ S., Long. 106° 26’ E. 
LL... ,Lat/O571086., Long. 106° 25’ E. 
MM. Lat. 05° 26’ S., Long. 106° 28’ E. 
NN. Lat. 05° 33’ S., Long. 106° 18’ E. 
PP. Lat. 05° 33’ S., Long. 106° 14’ E. 
RR. Lat. 05° 37’ S., Long. 106° 14’ E. 
SS. _ Lat. 05° 37’ S., Long. 106° 09’ E. 
Liles Lat. O05; 150 S., Long. 106° 09’ E. 
XX. Lat. 05° 15’ S., Long. 106° 04’ E. 
YY. Lat. 05° 06’ S., Long. 106° 04’ E. 


ZZ... _Lat..06° 06’ S., Long. 106° 10’ E. 

RESTRICTIONS: Weather permitting, Cinta Terminal will operate on 
24 hours per day, 7 days per week. Tankers will be berthed during 
daylight hours only and unmoored on 24 hours basis provided the berth 
is not occupied and/or storage is not critical. 
MAX. SIZE: Minimum Size Tanker Acceptable: The minimum sized 
tanker acceptable at the Terminal will be not less than 20,000 d.w.t. 
Max. Size Tanker Acceptable: The max. sized tanker acceptable at the 
Terminal calling for a full cargo will be 175,000 d.w.t. Larger tankers 
may be accepted subject to weather conditions at the time of loading 
without recourse to Maxus for any delays. 
NAVIGATION AIDS: There are 2 SBMs, each fitted with 5 nautical mile 
white flashing light, flashing Morse code (U) at 15 second intervals. 

The positions are as follows: 
No. 1 Storage SBM: Lat. 05° 26’ 40” S., Long. 106° 14’ 42” E. 

Permanently secured to this SBM is a large 602 ft. long barge “Cinta 
Natomas” used for storage of crude oil and accommodation, 
(headquarters of Cinta Terminal personnel). The barge shows lights and 
shapes as prescribed in the International Regulation for Preventing 
Collisions at Sea for vessels engaged in underwater operations. The 
barge is also equipped with a foghorn 5 second on, 55 second off, 
5 second on, 10 second apart. 
No. 1 Export SBM: Lat. 05° 25’ 25” S., Long. 106° 14’ 09” E. 
Platform Co-ordinates: 


Cinta-A Lat. 05° 26’ 24.46" S., Long. 106° 15’ 44.73" E. 
Cinta-B Lat. 05° 27’ 00.34” S., Long. 106° 15’ 17.72” E. 
Cinta-C Lat. 05° 27’ 00.33" S., Long. 106° 15’ 19.57” E. 
Cinta-D Lat. 05° 28’ 04.07" S., Long. 106° 14’ 34.37" E. 
Cinta-E Lat. 05° 27’ 44.93" S., Long. 106° 15’ 23.22” E. 
Cinta-F Lat. 05° 27’ 17.29" S., Long. 106° 14’ 20.81” E. 
Cinta-G Lat. 05° 26’ 49.77” S., Long. 106° 16’ 11.19” E. 
Cinta-H Lat. 05° 25’ 24.61” S., Long. 106° 16’ 26.63” E. 
Cinta-P Lat. 05° 27’ 02.51” S., Long. 106° 15’ 19.25” E. 
Cinta-P 1 Lat. 05° 27’ 04.63” S., Long. 106° 15’ 19.25” E. 
Duma-A Lat. 05° 25’ 37.59" S., Long. 106° 27’ 46.26” E. 
Farida-A Lat. 05° 10’ 52.30” S., Long. 106° 19’ 44.70” E. 
Farida-B Lat. 05° 10’ 36.50” S., Long. 106° 18’ 41.60” E. 
Farida-C Lat. 05° 10’ 36.50” S., Long. 106° 18’ 41.60” E. 
Gita-A Lat. 05° 22’ 11.38" S., Long. 106° 22’ 45.00” E. 
Karmila-A Lat. 04° 59’ 14.03” S., Long. 106° 31’ 57.38” E. 
Kitty-A Lat. 05° 30’ 58.85” S., Long. 106° 11’ 52.82” E. 
Kitty-3 Lat. 05° 31’ 32.90” S., Long. 106° 11’ 07.58” E. 
Krisna-A Lat. 05° 11’ 05.20" S., Long. 106° 11’ 31.00” E. 
Krisna-B Lat. 05° 12’ 18.56” S., Long. 106° 12’ 28.90” E. 
Krisna-C Lat. 05° 13’ 13.20” S., Long. 106° 11’ 40.30” E. 
Krisna-D Lat. 05° 14’ 03.50” S., Long. 106° 13’ 06.25” E. 
Krisna-E Lat. 05° 10’ 45.22” S., Long. 106° 10’ 51.09” E. 
Krisna-10 Lat. 05° 11’ 04.19” S., Long. 106° 13’ 06.98” E. 
Krisna-P Lat. 05° 12’ 18.56" S., Long. 106° 12’ 28.90” E. 
Nora-A Lat. 05° 30’ 06.65" S., Long. 106° 18’ 50.55” E. 
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Rama-A Lat. 05° 26’ 50.23” S., Long. 106° 17’ 15.95" € 
Rama-B Lat. 05° 26’ 25.96” S., Long. 106° 19’ 54.49 ¢ 
Rama-C Lat. 05° 25’ 21.00” S., Long. 106° 18’ 56.60" — 
Rama-D Lat. 05° 27’ 03.00” S., Long. 106° 19’ 00.00" £ 
Rama-E Lat. 05° 25’ 12.65” S., Long. 106° 20’ 00.84" — 
Rama-F Lat. 05° 27’ 07.80" S., Long. 106° 20' 17.37"— 
Rama-G Lat. 05° 25’ 51.76" S., Long. 106° 17’ 53.68" — 
Rama-H Lat. 05° 25’ 54.59” S., Long. 106° 20’ 37.50" £ 
Rama-! Lat. 05° 27’ 14.28” S., Long. 106° 18’ 18.46" — 
Rama-P Lat. 05° 26’ 27.65" S., Long. 106° 19’ 55.00" — 
Selatan-A _Lat. 05° 33’ 42.30” S., Long. 106° 10’ 59.10’ 
Selatan-B Lat. 05° 34’ 52.36" S., Long. 106° 11’ 33.73"¢ 
Sundari-A _Lat. 04° 59’ 52.93” S., Long. 106° 12’ 51.58" £ 
Sundari-B Lat. 04° 59’ 16.41" S., Long. 106° 12’ 54.76" £ 
Titi-A Lat. 05° 10’ 13.39” S., Long. 106° 24’ 13.24" — 
Wanda-A Lat. 05° 22’ 39.58” S., Long. 106° 21’ 17.56" 
Yvonne-A Lat. 05° 09' 41.28” S., Long. 106° 10’ 27.87" £ 
Yvonne-B Lat. 05° 09’ 41.28” S., Long. 106° 30’ 27.87" ¢ 
Zelda-A Lat. 05° 11’ 11.11” S., Long. 106° 22’ 56.48” £ 
Zelda-B Lat. 05° 11’ 09.00” S., Long. 106° 21’ 18.00" £. 
Zelda-C Lat. 05° 11’ 07.74” S., Long. 106° 21’ 15.42" 5 
Zelda-D Lat. 05° 10’ 13.61” S., Long. 106° 22’ 10.93" £ 
Zelda-E . 05° 11’ 22.53” S., Long. 106° 22’ 01.41" £. 


Zelda-P 


05° 11’ 10.72” S., Lo 


- 106° 22’ 54.85" £ 


al 
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RADIO/VHF: Cable Address: “Maxus S.E.S. Jakarta”. Telex: 4422). 
Operating Schedules and Frequencies: Direct communication by ray 
telephony between Cinta Terminal (call sign: 6ZFT) and incom 
vessels will be by: amplitude modulation (A3, ASH and A3J) oper, 
in the 2, 4, 8 and 12 MHz bands and by International Marine yw 
Channel 13. 

Cinta Terminal (call sign: 6ZFT) particulars are as follows: Oper» 

by Maxus South East Sumatra. 
Position: Lat. 5° 26’ 40” S., Long. 106° 14’ 42” E. 
Hours of operation: 24. 
Frequencies Class 
4456.0 kHz A3, A3H, A3J 
International Marine VHF Channels: 
6 — 156.30 MHz Simplex 
12 — 156.60 MHz Simplex 
13 — 156.65 MHz Simplex 
14 — 156.70 MHz Simplex 
16 — 156.80 MHz Simplex 
20 — 157.00 MHz Receive 161.60 MHz Duplex 
26 — 157.30 MHz Receive 161.90 MHz Duplex 
28 — 157.40 MHz Receive 162.00 MHz Duplex 
Notes: 6ZFT keeps continuous watch on 4456 kHz. 6ZFT ke 
continuous watch on VHF Channel 16. 

All communications between ships and Cinta Terminal (6ZFT) wilh 
way of this station except should a vessel be unable to contact 6° 
she should send messages through: Singapore Radio/9VG or Pertams 
Radio/PKI-2. 

Initial Communications: \t is most important that ships estable 
communications with the Cinta Terminal (6ZFT) not less than 72 how 
prior to arrival at the Terminal, giving estimated time of arrival. Furs 
ETA information should be sent when the vessel is 48 hours, 24 how 
12 hours and 4 hours distant or any time a change of one hour in 
ETA occurs. These messages should specifically state whether ETA: 
given in GMT (Z) or local time (K). 

Cinta Terminal time is GMT plus 7 hours throughout the year. 

The 72 hours signal should include the following: 

1. Name of vessel and radio call sign. 

ETA and date. 
Cargo requirements. 
Deballast time. 
Max. loading rate. 
Vessels draft on arrival. 
If there is any sickness aboard or clean bill of health. 
Last port of call. 
Any hull, bulkhead, valve or pipeline leaks on vessel which om 
affect loading or cause pollution. 
10. Distance in feet from bow to vessel's loading manifold. 

On receipt of the first signal from a vessel Cinta Terminal (62F1)* 
transmit a message to her giving preliminary requirements and det 
as to Terminal. Masters are urged to comply with this in all detals’ 
order to facilitate vessel turn-around and Government formalities. 
Communications Within 4 Hours of Terminal: Once ships are within® 
4 hours distance of Cinta Terminal (6ZFT) communication, valid a 
telephone communications on International marine VHF maj * 
established on Channel 16. This channel is monitored continuous) 

Once contact has been made on Channel 16 further conversation” 
be conducted on a mutually compatible channel. 

The 4 hours signal should confirm information on the time sh ® 
require to discharge ballast after arrival. Precise time of arrival she 
be given when the ship is 4 hours distant from the Terminal. 
Communication in Terminal: The Mooring Master will be in direct oO 
of all ship communications while in the Terminal Area. Any unai 
communications will be cause for cessation of all operations exce* 
clearing the berth, and the vessel's Notice of Readiness will be 
immediately. 

PRATIQUE: In accordance with international practice, quara®* 
signals must be displayed by all vessels approaching Cinta Tort 
area. These signals shall be displayed continuously until Prati 
granted. By day the flag of Indonesia should be flown throughow 
vessel's stay in port. The boarding officials will attend the 
vessel from the Cinta Terminal launch. 

NOTICE OF READINESS: After arrival in the anchorage area and¥ 
the tanker is in every respect ready to load, the Master may t 
Notice of Readiness. Notice of Readiness will not be accepted 
periods when the Terminal is closed. The Terminal is “closed” wn 
weather is such that it is too rough for incoming tankers to ber 
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rding the opening and closing of the Terminal will rest with 
oe Superintendent. Tenders by vessels to load crude oil cargo 
re omally accepted and berth assigned to vessels in chronological 
an arrival provided such vessels have current nomination for cargo 

a at the time of tender, carry clean ballast (if any), and have cargo 
a in fit condition to receive cargo. Also they must be in all respects 
as equipped and ready to moor. Should berthing be delayed on 
ganeny of bad weather, vessels will keep their position in line. 

. Tugs and/or launches may assist in berthing vessels. These are 
the direct supervision and control of the Mooring Master. 
“ DESCRIPTION: The Terminal and Production Administrative 
‘aces are located on board the 143,391 d.w.t. crude storage barge 
swag Natomas permanently moored approximately 8,500 ft. on a line 
ang 164° from the First Export SBM. The nearest port with facilities 
approximately 51 nautical miles South-east. 
‘se single point mooring buoy berth (SBM) is 13.5 m. in diameter, 
yd designed to handle tankers in the 175,000 d.w.t. class. The buoy 
« equipped with dual 12 inch floating hose with ASA 150 Ib. flanged 
> 5. Both strings must be taken aboard. Loading rates will be 
ion 11,000 to 20,000 barrels per hour range. The SBM is also provided 
yo two permanently attached 15 inch circumference synthetic fibre 
mooring lines. These lines should be held under tension by the 
vessel at all times. 
yOORING: Tankers are requested to have ready on the forecastle head 
ing: 
Oe Meeunge’ lines on the forecastle head for bringing 2 mooring 
lines aboard from the SBM (mininum 6 in. circumference). 

») Mooring winches on forecastle head for handling two 12 in. 
circumference synthetic fibre floating mooring lines from the SBM. 

) Adequate chafing gear to prevent damage to mooring lines. 

g) Derrick rigged and ready to pick up from launch, mooring 
shackles, nylon strops and hose connection gear on the port side 
midships. 

On the Bae nance to the buoy a launch will attach a ship's line to 
ye of the Terminal’s floating mooring lines. This will be hove aboard 
wd secured to the towing brackets, if the ship is so fitted, or otherwise 
seured by a ship's mooring wire and nylon strop previously passed 
soard. The same operation will be repeated with the second mooring 
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The Mooring Master may require the vessel to unmoor at any time 

»e deems it necessary for the safety of the vessel or mooring buoy or 
woth, or infringement of the Terminal regulations. 
HOSES: The Mooring Master along with a ship's officer will direct the 
sip's crew in the raising, lowering, connecting and disconnecting the 
siloading hoses as well as all other labour pertaining to the loading of 
oude. The Terminal will not provide any labour for work done aboard 
ne vessel. 

Vessels must be adequately equipped with boom, blocks, tackle, wire 
umners and sundry equipment on the port side to hoist the floating hoses 
‘om the sea to the loading position. (5 tons minimum hoist size required.) 
lessel's loading manifolds should be prepared for two 12 in. ASA 150 Ib. 
Camlock puiged hose connections prior to vessel's arrival at Terminal. 
iessel should have adaptors available if their flanges do not correspond 
othe loading hoses’ flanges. For details of Camlock flanges see “Plan”. 
here no crossover valves exist on loading manifolds it is recommended 
tatloops between loading lines on the starboard side of these manifolds 
‘fitted. 8 in. hose connections to be removed; also, if necessary, 
Y pieces removed so that maximum flow through the 12 in. cargo 
‘oses will not be reduced. To assist in vessel's turnaround, tankers 
sould have all necessary booms and cargo gear rigged and ready 
wore ship is boarded by Mooring Master. 

Vessels which may consider the lifting capacity of their gear to be 

taiginal should strengthen their gear accordingly. A common way to 
80 Is to rig a second topping lift on the boom. 
‘WADING: Before the loading begins, the Master will ensure that all 
minal and Port Regulations pertaining to the readiness of the vessel 
‘ve been complied with; that the vessel is manned and in all respects 
‘ay to receive crude, and that all precautions required by the 
*umstances have been taken. 

‘i communications relative to the loading of the vessel shall be routed 
"ough the Mooring Master who will remain in contact with storage 
‘Qe Cinta Natomas constantly via portable VHF Units. In case of 
_ "porary breakdown of the portable VHF circuit, contact may be 

‘tinued on International Marine Channels if the vessel is so fitted. 

ld communications with the Cinta Natomas fail, loading ceases. 
‘emergency cessation of loading may be effected by a continuous 
Sunding of the ship's whistle. 

Max. loading rate will be 17,000 b.p.h. (2,300 long t.p.h.). Loading 
rl commence with one pump; when the vessel advises that the cargo 
Sfowing into the tanks, the loading rate will be increased until the 
*sted rate has been reached. 
qses Shall not close down against the incoming oil flow. Vessels 
peas liable for damages resulting from failure to observe this 
sari vessel must give 30 minutes notice to the Cinta Natomas before 
tered to “top-off", and shall advise if a decrease in loading rate is 
The vessel must give 15 minutes’ notice to the Cinta Natomas prior 
«a. SOMpletion of loading, at which time the Cinta Natomas may 

to one pump. 

Completion of loading, all pumps will be stopped, loading hoses 
tse led, and blind flanges with gaskets installed on the loading 

before lowering over the side. There should be no leakage. All 
made Openings and pressure vacuum relief valves must be closed 

lately after ullages and samples have been taken. 
: compaimentation will be completed as soon as possible after loading 


a uting loading it is revealed that oil is leaking from the tanker, so 
‘hee stitute @ Safety or pollution hazard, loading shall cease and the 
may have to leave the Terminal limits at the sole discretion of 
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the Mooring Master. Completion of loading will only be undertaken if 
repairs have been carried out to the tanker to the satisfaction of the 
Mooring Master. A tanker so rejected shall not later be accepted on a 
subsequent visit for loading until satisfactory evidence of repair is 
submitted duly certified by ABS, Lloyd's or other recognised surveyors. 

Notice must be given by the vessel to the Mooring Master 30 minutes 

before vessel completes deballasting. The Mooring Master will advise 
the Cinta Terminal. 
BALLAST: It is the responsibility of the ship's Master to see that no oil 
(crude, bunkers, diesel or bilge) or dirty ballast is pumped or spilled 
overboard from his ship while in the area. Drip pans should be used, 
especially when disconnecting hoses, in order to prevent spillage 
overboard. 

Before loading commences all overside scuppers shall be made 
oiltight. At Cinta Terminal there are no slop tanks or facilities for receiving 
dirty ballast. Tankers must arrive with clean ballast. In the event a tanker 
does have dirty ballast it will not be allowed to be pumped overboard. 

A vessel must have sufficient ballast for safe handling, having due 
regard to existing weather and sea conditions. Through careful watch 
of the weather and sea conditions, frequent exchange of information 
between ship and Terminal, and by a knowledge of the behaviour of his 
own vessel, the ship's Master may come to the Terminal with a minimum 
of ballast and thus lessen any possibility of infringement of sea pollution 
regulations. 

Vessels equipped with a separate system of ballast tanks will be 
allowed to discharge ballast and load oil simultaneously, provided 
approval is first obtained from the Company Mooring Master and 
provided Government Petroleum Inspector agrees to do so. 
Discharging Ballast at Night: When any vessel is discharging ballast in 
darkness, the sea around the area of discharge will be adequately 
nea so that any pollution will be readily noticeable. 

FRESH WATER: Not available. 

FUEL: Not available. 

REPAIRS: No repairs are to be made while berthing or unberthing, or 
in the berth. All engines to be on 30 minutes standby and steam on 
deck at all times. 

MEDICAL: At Cinta Terminal, medical and dental services are not 
available. In emergencies requiring hospitalisation, the patient will have 
to be flown by helicopter to Jakarta. All expenses will be charged to the 
ship owner. 

CUSTOMS ALLOWANCES: Cigarettes, cigars, tobacco, matches, 
spirits, wines, beer, perfume, arms, ammunition and possibly other items 
will be locked up under customs’ seal from time of arrival of ship at the 
Terminal until the time of leaving territorial waters. 

Each person is allowed 20 cigarettes per day of stay or 3 grams of 
tobacco or cigars in lieu thereof. Each man is allowed 1 litre of beer or 
0.5 litres of wine per day. Special allowances are made for the Master 
under special circumstances. 

Indonesian Customs and Immigration Officials will board the vessel 
as soon as possible after arrival to give inward clearance and pratique 
service. Indonesian Government Regulations are strictly enforced. 
Contraband: The attention of Masters is called to the strict enforcement 
of Indonesian Regulations against smuggling. Illegal possession or 
landing of such items as narcotics, liquor, cigarettes, ammunition, sheath 
knives and similar weapons or other articles of contraband is subject to 
severe penalty and may result in prolonged delay of the vessel 
concerned. 

All precautions must be taken to prevent the violation of contraband 
laws. 

Masters are requested to inform the ship's officers and crew of the 
foregoing regulations pertaining to contraband, shore liberty, etc., and 
to be assured that all personnel completely understand. 

TIME: Indonesian local time is GMT plus 7 hours. 

SHORE LEAVE: Shore liberty will not be granted except in cases of 

proche emergency. Crew members cannot pay off or leave vessel at 
erminal. 

IDENTIFICATION CARDS: Visitors must obtain a Special Pass from 

Indonesian Government Officials located in the Terminal and from the 

Company's Mooring Masters. It is recommended that visitors be 

restricted to a minimum due to hazards involved. 

GARBAGE DISPOSAL: Not available. 

WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS: None. 

CURRENCY: Indonesian Rupiah (Rp.). 

GENERAL: Safety rules and regulations are strictly enforced. The safety 

requirements are based upon the provisions of the Code of Safe 

Practices currently accepted by the Oil and Tanker Industries. 

Provisions, spare parts or stores of any sort shall not be loaded from 
or discharged into any craft while the tanker is in or near the berth. 

When a Mooring Master and his launch crew are assigned to a ship 
on business, it is expected that the ship will supply them with meals at 
the same time and in the same manner as comparable with personnel 
of the ship. No special meals or special foods will be required. The 
Terminal will keep this item to a basic minimum. The ship should also 
provide shelter and smoking facilities in the same manner as meals. 
All communictions between Terminal personnel assigned to a ship and 
ship's personnel should be through the Mooring Master. 

AGENCY: See “General” before first port. 


SHIPMASTER’S REPORT: July 1987. 

The storage barge is moored to its own SBM. 

After connecting the first line to the SBM, the Pilot goes forward and 
communicates with the bridge on VHF Channel 13. 


AUTHORITY: Maxus S.E.S. Inc., P.O.Box 2759, Five Pillars Office Park, 
Ji. Letjen Haryono M.1T.58, Jakarta, Indonesia. Tel: 7991608. 
Telex: JKT 47121-IA, 47487-1A. FAX: 7994243. Cables: Maxus. 
Contact: N.E.Umboh or |.Amilie, Port Captains. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle 


CIREBON (Tjirebon): 06.41 S. 108.33 E. 


DOCUMENTS: 

Crew List. 

Passenger List. 

Customs Documents. 

Manifest. 

Bills of Lading. 

Ship’s Papers/Certificates. 

Health Documents. 

PILOTAGE: Compulsory. Applications made through Agent or to Port 
Administrator via Cirebon Radio. 

ANCHORAGE: Boundaries of port area are coast line, meridian 
108° 35’ 30” E. and the parallels of 06° 42’ 15” S. and 06° 43' 40” S. 

A light buoy on the position of Lat. 06°42'10"S., Long. 

108° 36’ 20” E. is placed on the guidance line to the entrance of the 
harbour. 
RESTRICTIONS: Cirebon Roads only accessible for ships of 8 m. 
max. draft, by taking the Tandkung Sanggarong Light Buoy at port hand. 
Only ships with 5m. max. draft can enter Inner Harbour and moor 
alongside wharves. 

All other ships anchor at outer roads. 

HEALTH: Usual international procedures. 
RADIO: Cirebon Coastal Radio Station. Call sign PKZ-2. Working freq. 
6491.5 kHz and 8799.5 kHz, watching freq. 6265 — 6285 kHz and 8204 


(See Plan) 


— 8249 kHz. Working time 0030 — 0130 hrs. and 0600 — 0700 hrs. GMT. 


VHF: Port on Channels 16, 12 and 14. 

TUGS: Tug services available. Order through Agents. 

BERTHING: Muarajati || Wharf: Length 238 m. Depth at LWS — 5.0 m. 
a ad ony Wharf: Length 131 m. Depth at LWS — 4.5 m. 

STEVEDORES: Arranged by Agent. 

MEDICAL: Normal hospital facilities available. Agent will arrange for 

medical attention. Advance notice required. 

TANKERS: Berthing for only 300 d.w.t. tankers at special oil jetty. 

DENSITY: 1025. 

FRESH WATER: Delivered by water lighter. One delivery 75 tons, 

discharged within 6 hours. For quick delivery 2 days advance notice to 

Agents required. 

FUEL: Not available. 

CONSULS: At Djakarta, 280 km. from Tjirebon. 

REPAIRS: Light repairs only by local dockyard. 

DRY DOCK: Graving dock of 600 d.w.t. capacity. 

GANGWAY/DECK WATCHMEN: Recommended. Arrange with Agent. 

OPENING/CLOSING HATCHES: Usually done by stevedores. 

Appreciated if done by crew. 

CERTIFICATES: Port clearance last port of call. Certificates as required 

by vessel's country of ert and by SOLAS 1960. 

CUSTOMS ALLOWANCES: 200 cigarettes per person. Wine/spirits: 1 

bottle per person. Bottle opened. 

REPATRIATION: Can be arranged by Agents. 

AIRPORT: Kemajoran International Airport 257 km. from Tjirebon. 

Domestic Airport 40 km. from Tjirebon. 

TIME: Local time (Western Indonesia Time) is GMT plus 8 hours. 

HOLIDAYS: New Year (1st January); Ascension of Christ (15th May); 

Santa Maria (15th August); Independence Day (17th August); Maulud, 

Mir'adj and Idul Fitir determined by Moslem calendar and differ from 

year to year by International calendar. For definite dates consult Port 

Administrator. Cargo work on Idul Fitir (2 days) not guaranteed due to 

labour shortage. 

POLICE/AMBULANCE/FIRE: Harbour Police 3897; City Police 4466; 

Ambulance 118; Fire brigade 113. 

SHORE LEAVE: Allowed after satisfactory fulfilment of immigration 

requirements and in possession of crew's Harbour Card. 

IDENTIFICATION CARDS: Preferably Passports, Seamen's ID Cards 

(issued by maritime authorities; vessel's country). 

DELAYS: Bad weather (mostly rain). 

DEVELOPMENTS: Surveys being made for extension and development 

of port with 10 m. deep basins, container facilities and a 10 m. deep 

channel for accommodation of 10,000 d.w.t. ships and future shipping. 

AUTHORITY: Port Administrator. Te/: (0231) 2697, 3688. Telex: 28292. 


DILLI: 08.33 S. 125.31 E. 


PILOTAGE: Compulsory. 
RESTRICTIONS: All foreign vessels calling at this port should obtain 
the Special Security Clearance, this is arranged by the vessel's Agent. 
MAX. SIZE: Maximum LOA 120 m. 
RADIO: Kupang Radio. Call sign PKK. 
Frequencies: 2,182 kHz and 6,115 kHz. 
VHF: Kupang Radio on VHF Channel 16. 
TUGS: 1 tug of 240 h.p. and 1 mooring boat. 
= Length of wharf 180 m., breadth 20 m., depth alongside 
Om. 
Storage: There is a godown with 1,600 sq.m. 
Fork Lifts: 4x2 tons — 3 tons. 
CRANES: 1 <7 tons capacity. 
STEVEDORES: Available. 
FRESH WATER: Available alongside in small quantities. 
FUEL: Not available. 


(See Plan) 
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DUMAI: 01.41 N. 101.27 E. 


IMPORTANT FEATURES: 

1. There are 4 CPI Oil Loading Berths, 2 Government Ca Whar, 
and 2 Pertamina Refinery Wharves (6 berths) at Dumai. Then 
Loading Berth No. 4 can be utilised for handling refined oil ; 
Berth No. 4 can also be utilised for discharging crude oil. The Pertan, 
Refinery Wharves are for sole use of the Refinery. The Governmen; 
Cargo Wharf No. 1 can handle a vessel with a draft of 8m. 
20,000 g.r.t., whilst No. 2, which can also be utilised for handling pe 
oil, is for handling dry cargo vessels with a capacity of 10,000 Olle 
a draft of 6 m. ’ 

2. Government Pilots moor and unmoor all vessels at Dumai Han, 
CPI supervises the movements of all vessels at the CPI loading ber 

3. Safety rules are strictly enforced. The safety requirements » 
based upon the provisions of the Codes of Safe Practice Cures 
accepted by the Oil and Tanker Industries. 

4. The Indonesian Government maintains a radio station (call je» 
“PKP") at Dumai. All incoming vessels should establish early com, 
with this station, in order to transmit ETA data, etc. 

5. Shore liberty may normally be granted to ship's officers and», 
after clearance of the vessel by Harbour Authorities on a 24 hour bs 
(subject to change). Y 

6. The laws of the Republic of Indonesia are in force at Dumai: » 
all personnel, for their own protection, are urged to abide by them 

7. Display of quarantine signals on approach to Dumai mus) 
maintained, until Pratique is granted. By day the flag of Indonesia shy 
be flown throughout the vessel's stay in port. 

PORT LIMITS: See “Pilotage” — “Harbour Pilot Area”. 
DOCUMENTS: 

Copy of Agency Agreement Letter of Appointment (SIT LKP). 

International Maritime Declaration of Health. 

Valid Derat or Derat Exemption Certificate. 

13 Crew Lists. 

13 Passenger Lists (if passengers carried). 

Certificates of Inoculation against any communicable diseases. 

Valid Passports and/or Seamen's Certificates for all crew meme 

and passengers. 

Harbour Report/Last Port Clearance. 

Load Line, Ship's Registry, Safety Radio, Construction and Equipre 

Certificates. 
International Certificate on the Prevention of Pollution from Oi » 
Poisonous liquids. 
For Customs: 1 Crew List, 4 copies Personal Effects List, 4 cope 
Stores List. 
APPROACHES: The Dumai Port installations can be reached by de 
draft vessels by proceeding from Malacca Strait into Bengkalis # 
following a buoyed channel on a Southerly course for a distance: 
22 miles to the junction of the Rupat Strait. Vessels must make av 
of approximately 180° to enter the Rupat Strait and thence Westerly! 
a distance of 33 miles to Dumai. The Bengkalis and Rupat Se 
Fairways have been wire-dragged clear to a depth of 24 m. and 183° 
LWS respectively. 

Last survey was carried out from April to June 1982. Based on te 
survey, Dumai Sea Communication imposed the maximum drat: 
vessels passing Rupat Strait in/out bound Dumai Port is 17 m. (55.77! 
and LOA of 315 m. (1,033 ft.) 

Vessels which have an LOA more than the above should have # 
obtain special guidance and permit from Government Harbour Mast 
PILOTAGE: Harbour pilotage is performed by Government Pilots. 
Harbour Pilot will board a vessel at anchorage for berthing’ 
immediately on arrival at Buoy No. 18 when berth is available. 

Harbour Pilot Area is: 

Lat. 01° 44’ 00” N., Long. 101° 22’ 50” E. 

Lat. 01° 44’ 00” N., Long. 101° 26’ 50” E. 

Lat. 01° 42’ 35” N., Long. 101° 30’ 00” E. 

Lat. 01° 40’ 00” N., Long. 101° 30’ 00” E. 
Sea Pilots: Sea piloting for the Rupat and Bengkalis Straits is prov 
by the Department of Sea Communication. 

According to the Dumai Port Authority's letter dated June 25, 1%" 
there are 2 piloting areas for Sea Pilot. 

1. Bengkalis Strait and Rupat Strait from Fairway Buoy or East 
part of Morong Strait to Eastern limit of Dumai Harbour Pilot Area (Lot 
101° 30’ 00” E.). 

2. Rupat Strait and Bengkalis Strait from Eastern limit of Ou 
Harbour Pilot Area (Long. 101° 30’ 00” E.) to Northern limit of Sug 
Pakning Harbour Pilot Area. ; 

Pilotage is compulsory for vessels with a capacity exceeding 1059 

6 hours prior to arrival Dumai Harbour area, all vessels should on” 
CPI through VHF Radio Channels 10 or 16 and 69. At Fairway 5u0) 
vessels should hoist International Code Flag “| require a Pilot ® 
contact Morong Pilot Station via Channel 16 for a “request for Pitt 

According to the Dumai Port Authority's memo dated May, !% 
effective on 1st June, 1972, all vessels proceeding to Dumai si 
hoist the International code flags “‘H” or “PT” when passing Buoy N° 
as “requesting for Pilot” and call CPI's radio telephone 
Channel 12. You will be informed whether or not Pilots are availa 
not you may then proceed directly to Dumai Harbour Anchorage I 

The practice of berthing and unberthing vessels utilising CP! 
Masters has been discontinued. 

Shipmaster's Report: 1977. Sea pilotage for the Rupat and Beng 
Straits is now compulsory. The Sea Pilot will board vessels at Fa 
Buoy, position Lat. 01° 54.5’ N., Long. 101° 51.5’ E. 

Contact with the pilot station Morong” is allowed on Channel #* 

In case the Pilot is not available, the recommended anchorag? * 
is 0.5 miles N.N.E. from Fairway Buoy. 

ANCHORAGE: The Dumai general anchorage area is North and™ 
of oil wharves. Minimum depth of water in this area 43 ft.; 35% ve 
spot to East of general anchorage should be noticed. Holding grow 


(Seep, 


J 


» 


s considered good, bottom clay. Area large with sufficient 

ng and swinging room for several vessels of size to be 
ted at oil wharves. 

& are not met by the Pilot's launch on arrival, or not instructed 

he Duma Port Control Radio to berth on arrival, it is suggested that 

y to the recommended anchorage area. 
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Lat. 01° 43’ 20” N. Lat. 01° 42’ 50” N. 
Long. 101° 25’ 30” E. Long. 101° 27’ 00” E. 
Lat. 01° 42’ 50” N. Lat. 01° 42' 10” N. 
Long. 101° 25’ 30” Ee: Long. 101° 27’ 00” E. 
Tankers: 
gulag et 01° 44’ 20" N. Lat. 01° 43’ 34”"N. 
Long. 101° 24’ 30” E. Long. 101° 27’ 00" E. 
Lat. 01° 43’ 36” N. Lat. 01° 42’ 46” N. 
Long. 101° 24’ 30” E. Long. 101° 27’ 00" E. 
ty Deep Draft or Loaded Tankers: 
Lat. 01° 43’ 34” N. Lat. 01° 42’ 46” N. 
Long. 101° 27’ 00” E. Long. 101° 29’ 50” E. 
Lat. 01° 42’ 50” N. Lat. 01° 42’ 00" N. 
Long. 101° 27’ 00” E. Long. 101° 29’ 50” E. 
d Area: 
= Lat. 01° 42’ 50” N. Lat. 01° 42’ 16" N. 
Long. 101° 27’ 00” E. Long. 101° 28’ 46” E. 
Lat. 01° 41' 12” N Lat. 01° 40’ 58” N. 


Long. 101° 27’ 00” E. Long. 101° 28’ 46” E. 
RESTRICTIONS: Requirements for Entering Restricted Maritime Zone 
Sumatra: For some years, the Rupat-Bengkalis Straits area has been 
ssignated a Restricted Maritime Zone by decree of the Government of 

esia. 
partial exemption trom the requirement to secure special Indonesian 
consular Clearance before entering this Zone has been granted by the 
odonesian Navy to tanker vessels proceeding to Dumai from any port 
athe world except Singapore. Vessels require only normal clearances 
‘om their last port to obtain entry at Dumai. Vessels diverted at sea 
seed only normal clearance from last port and the diversion cable. All 
yessels inbound to Dumai from the time abreast Raleigh Bank Light 
Suey until anchored off Dumai Terminal must display the following 
cognised signals: 
8) Day: +The International Code Flag hoist “CAL” flown from a single 
hoist from the signal yard. 
gy Night: A red light 6 ft. above a white light both visible all around 
the horizon at a distance of not less than 2 miles. 
Vessels should be prepared to answer identification queries from 
ndonesian Naval Patrol Crafts. 
The foregoing is subject to change. 


WAX. SIZE: Length 315 m., draft 17.7 m. Vessels over 315 m. have to 
have a special permit. 

Also see “Approaches” and “Shipmaster's Report” dated October, 
1983 - “Circular”. 


HEALTH: In accordance with international practice, quarantine signals 
must be displayed by all vessels approaching Dumai. These signals 
sail be displayed continuously until Pratique is granted. These signals 
ue: Sunrise to Sunset, Quarantine flag “Q”. Sunset to Sunrise, Signal 
ights (red over white). 

Quarantine Officer and Immigration Officer will come on board to 
wepare the clearance at anchorage, except when the vessel comes 
dongside on arrival by issuing berthing permit only (not Free Pratique). 


RADIO/VHF: 
' Means of Communications: The following communication systems 
# available for vessels proceeding to Dumai: 

2) Dumai Radio Call Letters “PKP” (Government Coastal Radio). 

b) VHF Station Channel 16 (CPI and Pertamina operated). 

(c) Telex CPI No. 44386 Jakarta or 56271 Dumai. 

_(d) Telex Pertamina No. 45348 Perta Jakarta or 49285 Perta Jakarta. 

. ETA Messages: Vessels proceeding to Dumai shall send ETA Dumai 

"éssage as follows: 

& sal proceeding direct from any port other than Palembang and 

re: 

4) 96 hours prior to arrival at Dumai, transmit ETA Dumai message 
by vessel's radio to “Caldum” Dumai and “Pertaminaship” Dumai 
through Dumai Radio Station Call Letters “PKP”. 

») Should ETA Dumai change by 3 hours, send an amended ETA 
sete immediately to “Caldum"” Dumai and “Pertaminaship” 

lumai. 

‘*) 24 hours before arrival at Dumai, confirm or amend ETA Dumai to 

Caldum” Dumai and “Pertaminaship” Dumai regardiess of any 
change in last ETA message sent. 

2 When proceeding from Singapore: 

4) 96 hours prior to arrival at Singapore, cable ETA Dumai and 
8stimated time of stay in Singapore to “Caldum"” Dumai and 
mentaminaship" Dumai. Include words “From Singapore” in ETA 

ge. 

‘| At Singapore, when departure time from Singapore is known, 
confirm or amend ETA Dumai to “Caldum” Dumai and 

:) iPertaminaship” Dumai through vessel's Agent in Singapore. 
Mmediately upon departure from Singapore, and when vessel's 
radio can be used legally, re-confirm or amend ETA Dumai to 

23 Caldum” Dumai and “Pertaminaship” Dumai. 

ij men proceeding from Palembang: 
t Palembang, when departure time from Palembang is known, 
cable ETA Dumai to “Pertaminaship” Dumai through vessel's agent 

" in Palembang. 
immediately upon departure from Palembang, and when vessel's 
— can be used legally, confirm or amend ETA Dumai to 

€rtaminaship” Dumai. 
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3. Operating Schedule and Frequencies: There is a Government 
Coastal radio station at Dumai. Any message for Dumai Terminal should 
be sent through this radio station which operates as follows: 


Name Dumai Radio 
Call Letters “PKP” 
Time (GMT) Transmits Listens On 
0000 — 0030 448 kHz 500 kHz 
0400 — 0500 448 kHz 500 kHz 
0800 — 0900 448 kHz 500 kHz 
1200 — 1300 448 kHz 500 kHz 
1300 — 1400 8726 kHz 8726 kHz 
0030 — 0130 8726 kHz 8726 kHz 
0230 — 0330 13101 kHz 13101 kHz 
0630 — 0730 17184 kHz 17184 kHz 
0130 — 0200 2182 kHz 2182 kHz 


If contact cannot be made with Dumai Radio, contact Singapore 
Radio, Call Sign “9VG" and forward ETA message to Amoseas 
Singapore “RS-21349”. 

4. Radio Telephone (VHF): A CPI operated VHF station is maintained 
24 hours a day, and is available for information concerning vessel's port 
activities. 

The following channels are available: 

Channel 10 with Frequency : 156.500 

Channel 16 with Frequency : 156.800 

Channel 69 with Frequency : 156.475 
Also see “General” before first port. 


TUGS: At present mooring and unmooring assistance is provided by 
5 Government 3200 h.p. diesel tugs which are stationed in the immediate 
vicinity of the wharves. Tugs lines used. While rendering assistance the 
tugboats are under orders of the Pilot on duty. 

Number of tugs required is based on vessel's length. 


71 m. — 100 m. length 1 tug 
101 m. — 150 m. length 2 tugs 
151 m. — 200 m. length 2 tugs 
201 m. — 300 m. length 3 tugs 
Over 301 m. length 4 tugs 


BERTHING: Incoming ships are assigned in accordance with time of 
arrival, product to be loaded, size of vessels, and loaded draft. 

Every effort will be made to berth vessels immediately upon arrival, 
and to this end Master should maintain radio contact with radio telephone 
(VHF) Channels 12 and 16. 

At Dumai there are 8 wharves. 2 wharves are Government-owned 
and operated cargo wharves. One wharf is Pertamina owned and 
consists of 2 berths. A new wharf is Pertamina owned and consists of 
4 berths. The other 4 wharves are C.P.l. owned and operated and 
referred to as Oil Wharf No. 1, Oil Wharf No. 2, Oil Wharf No. 3, and 
Oil Wharf No. 4. These C.P.1. wharves are utilised for loading/unloading 
of crude oil. These oil wharves are equipped with docking sonar for 
monitoring speed and distance of approaching vessels to be berthed at 
the wharves. 

Terminal Official will relay the indicated speed and distance by walkie- 
talkie radio to the Pilot or Master on board vessel. 

(a) C.P.1. Oil Wharf No. 1, located in approx. position: Lat. 
01° 41' 14” N., Long. 101° 28’ 07” E. Design capacity 150,000 
d.w.t. Length between outer dolphins 1,210 ft. Least depth at face 
of wharf 61 ft. (MLWS). In terms of vessel's size and design this 
would be an LOA of approx. 285m., and a draft of 17.7 m. 
Orientation of the wharf parallels the current flow. 

C.P.1. Oil Wharf No. 2, located in approx. position: Lat. 
01° 41' 14" N., Long. 101° 27’ 52” E. Design capacity 150,000 
d.w.t. Length between outer dolphins 1,424 ft. 8 in. Least depth 
at face of wharf 59 ft. (LWS). In terms of vessel's size and design 
this would be an LOA of approx. 350 m., and a draft of 17.7 m. 
Orientation of the wharf parallels the current flow. Under certain 
circumstances in favourable weather conditions, slack tide during 
day time, this wharf is capable of receiving a VLCC with special 
arrangements. 
C.P.1. Oil Wharf No. 3, located in approx. position: Lat. 
01° 41'14"N., Long. 101° 27’ 42" E. Design capacity 
100,000 d.w.t. Length between outer dolphins 1,170 ft. In terms 
of vessel's size and design this would be an LOA of approx. 
260 m., and a draft of 17.7 m. Orientation of the wharf parallels 
the current flow at 095° — 275° true. 
C.P.1. Oil Wharf No. 4, located in approximate position: Lat. 
01° 41’ 14” N., Long. 101° 27’ 31” E. Design capacity 55,000 
d.w.t. Length between outer dolphins 1,005 ft. 6 in. In terms of 
vessel's size and ena this would be an LOA of approx. 210 m., 
and a draft of 15.3 m. Orientation of the wharf parallels the current 
flow. 
Government Cargo Wharf No. 2, located in approx. position: Lat. 
01° 41’ 14” N., Long. 101° 27’ 04” E. Design capacity 16,500 
d.w.t. but able to handle 23,000 d.w.t. Length between outer 
dolphins 750 ft. Least depth at wharf face 34 ft. (LWS). Orientation 
of the wharf parallels the current flow. Only mobile cranes with a 
maximum lifting capacity of 5 tons are available. As no heavy lift 
floating crane or stationary crane is available, heavy lifts must be 
handled by ship's gear. 
(f) Government Cargo Wharf No. 1, located next to Cargo Wharf 
No. 1, has designed capacity of 10,000 d.w.t. 
(g) Pertamina Wharf Nos. 1 — 6. 
1. Approximate location: 

Berth Nos. 1 — 2: Lat. 01° 41’ 12” N., Long. 101° 28’ 16” E. 

Berth Nos. 3 — 6: Lat. 01° 41’ 12” N., Long. 101° 28’ 39” E. 
2. All 6 berths are utilised for loading/unloading refined products, 

residue, Coke (Berth No. 4 only) and LPG. 


(b) 


(c) 


(d) 


(e) 
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3. Design Capacity: 


Berth Max. Least Depth at face 
No. d.w.t. LOA Draft of wharf at LWS 

(tonnes) (m.) (m.) (m.) 
1 100,000 275 17.2 18 
2 10,500 135 13.0 15 
3 35,000 200 16.4 16 
4 25,000 154 16.0 15 
5 35,000 200 15.6 16 
6 000 15 


3, 90 6.1 
4. Orientation of the berths parallel to the current flow. 
5. Put into service: 

Berth Nos. 1 — 2 in 1971, Berth Nos. 3 — 6 in 1984. 
6. Wharf Facilities: 


Berth No. of Fresh Deballast 
No. Chiksans_ Siz Capacity Bunker Water Facility 
(in.) 
1 1 12 1,200 I.t.p.h. N/A N/A N/A 
1 16 2,500 I.t.p.h. 
1 8 600 I.t.p.h. 
2 1 12 1,200 I.t.p.h. N/A N/A N/A 
1 8 600 I.t.p.h. 
3 3 12 1,500 I.t.p.h. N/A Available N/A 
4 1 _ 600 t.p.h. N/A_ Available N/A 
500 t.p.h. (coke) 
5 3 12 1,500 |.t.p.h. N/A Available N/A 
6 1 4 280 cu.m./hr. N/A Available N/A 


Notes: Berth Nos. 1 and 2: 

Terminal: Also known as Putritujuh (Seven Sisters), Pertamina Terminal 
(Berth Nos. 1 and 2) consists of a finger shaped oil jetty with 2 loading 
berths (Outer and Inner) which are utilised for refined products. A barge 
pier lies immediately Westward of the oil jetty. All are owned and 
operated by Pertamina. 

At the Outer Berth (Berth No. 1) 3,200 h.p. we are being used to 
berth/unberth vessels at any time and any stage of the tide by using the 
minimum vessels’ engine and working in “lock” position nosing vessel 
at forward, midship and aft. Mooring boats assist in bringing lines to 
mooring dolphins. Head and stern lines are sent first. 

The Jetty is a steel/concrete piling system with a concrete slab paving. 
The fendering is very efficient and in good condition and consists of 
4 steel framed pads with springs and rubber bumpers chained to the 
jetty. Ordinary mooring equipment (ropes and/or wires) is requested from 
the vessel. No shore moorings are provided. Minimum vessel size for 
this berth is 13,000 d.w.t. 

At the Inner Berth (Berth No. 2) mooring and unmooring is restricted 
to tide flooding current (Eastward), vessels always to berth with 
starboard side to 2 fendering pads similar to those at the Outer Berth 
ensure a good berthing. Vessels to provide only the ordinary mooring 
equipment existing on board. No additional moorings are provided by 


shore. 
(h) General Wharves Width of 
Berth Length Apron Depth 
(m.) (m.) (m.) 
Barges Wharf 40 16 9.0 
Pilot Wharf 34 6 7.0 
Domestic Wharf 60 6 6.0 
Domestic Wharf 40 7 6.0 
Palm Oil Dolphin 12.0 


CARGO: There are 3 types of cargo in Dumai at C.P.!. Terminal. 

1. Sumatra Light Crude with API gravity 36° approximate. Pour point 
100°F. Solid point +85°F. 

2. Duri Crude with API gravity 22° approximate. Pour point +60°F. 
Solid point +55°F. 

3. Pedada Crude. This crude is classified as Sumatran Light Crude. 
LOADING: The Master or his representative is required to hand to C.P.1. 
within normal business hours a written Notice of Readiness to load. 


C.P.1. Size of No. of Size of Sumatra Light and Medium Crude 
Oil Wharf rey arms flanges Peak Capacity Average Capacity 
in. (in.) 
No. 1 12 4 12 50,000 35,000 
No.2 16-12 3 12 75,000 ,000 
No. 3 12 4 12 50,000 35,000 
No. 4 12 2 12 25,000 15,000 


All the loading arms flanges are designed to U.S. standard flanges, 
faced and drilled. All these wharves have Chicksan loading arms. The 
above peak and average capacity rates are for Sumatran Light Crude. 
For Duri Crude the above rate should be reduced to approximately 70%. 

In case of low stock position, the average capacity may be reduced 

to approximately 50%. 
Responsibility for Loading Arrangements: All operations in connection 
with the starting of loading, discharging, switching of tanks and topping 
off must be directly and personally supervised by a ship's Officer, and 
sufficient personnel should be on deck at all times to handle the loading 
and/or unloading operation. 

Upon completion of loading and/or unloading, the vessel will be 
required to leave the wharf immediately after disconnecting hoses to 
await clearance at the anchorage. 

Hose Handling: Wharf crews are on duty to handle loading arms and/ 
or oil hoses on the wharf. Any required reducers and/or elbows to be 
fixed to ship's manifolds should be handled by ship's personnel (will not 
be handled by CPI personnel). 

Cargo Loading Procedures: Before the loading is begun, the Master 
will assure that Terminal and Port Regulations pertaining to readiness 
of the vessel have been complied with; that the vessel is manned and 
in all respects ready to receive cargo, and that all precautions required 
by the circumstances have been taken. When the vessel is in all respects 
ready, the following loading procedure will apply: 

(a) The Chicksan arms and/or cargo hoses will be swung on board 
by lifting gear located on the wharves and also with the assistance 
of the vessel's gear if required. 

The required reducers and elbows to fit vessel's manifold must 
be connected and disconnected and taken from or to shore by 
ship’s personnel. 
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(b) Notice must be given by the vessel to the Head Whar, 
90 minutes before the vessel completed deballasting. 

(c) Loading will commence under gravity or with 1 pump. Whe. 
vessel advises that the cargo is flowing into tanks, the as 
rate will gradually be increased until the desired rate NaS bee 
reached. 

The vessel must give 30 minutes notice to the whar bey 
starting to “top off", and shall advise if a decrease in loading 
is desired. bs 
The vessel must ah 15 minutes’ notice to the wharf Diy 
completion of loading at which time the Head Whartman ». 
, peng to 1 path" A 

( ip’s valves shall not be closed against loading pu 

(g) On completion of loading, loading arms and/or cargo hoses 
be drained and disconnected immediately. 

(h) All cargo tanks openings and pressure vacuum relief Valves ng 
= closed immediately after ullages and samples Nave by 
taken. 

The vessel will be unmoored immediately after completion of load 

as tide and weather condition permit. 

Suspension of Oil Handling Operations: Terminal personnel » 

authorised to suspend oil handling operations in the event any os 

safety rules mentioned under “Safety Regulations” are not observe . 

in the event of non-compliance with safety rules generally observes, 

competent tanker personnel. Oil handling operations may also , 

suspended if any other danger is believed to exist. 

Oil Inspectors: There is no independent agency providing oil inspec 

service at Dumai. 

Vessel’s Gangways: Vessels shall supply safe gangway from ship 

pa which shall be adequately illuminated during the hous; 
jarkness. 


BALLAST: Pollution of Sea by Oil: The discharge of dirty ballast we 
the territorial waters of Dumai Port and entrance fee (Rupat a 
Bengkalis Straits) is strictly prohibited. Shore facilities for disposal; 
dirty oily ballast water is available at Dumai, however only for domes 
tankers. For safe manoeuvring purposes, it is therefore compulsory t 
tankers arrive with sufficient clean ballast water on board to mess 
requirement for minimum safe manoeuvring draft. All ballast water» 
board tankers other than domestic tankers loading at Dumai Whare 
must be pumped overboard after arrival at berth and prior to loading 
after arriving alongside, a vessel is found to have dirty ballast watery 
board, such vessel will be sent to sea to accomplish the necessary ts 
cleaning. Such action will be on the vessel's expense and C.P.|. wil 
accept responsibility for the resulting delay to the vessel or any clan 
of the result thereof. A new Notice of Readiness to load must there: 
be tendered. “Load-on-Top” procedure is expected to be carried oul) 
each vessel loading at Dumai. 

Ballast Requirements: Vessels should arrive with sufficient clean bale 
water to enable safe manoeuvring under prevailing weather condition 
The accepted standard of deballasting time is 6 hours. 
Deballasting Facility: Deballasting facilities have been constructed: 
Dumai and connected to all 4 C.P.1. Wharves. 

However, this facility is only for domestic sailing tankers. Oceangay 
tankers are expected to arrive with sufficient clean ballast water. 
Minimum Draft: Minimum draft schedule recommended for varo 
tonnage tankers are as follows: 

d.w.t 


(d) 


(e) 


Forward Aft 
a. 12,000 — 22,000 12 ft. 20 ft. 
b. 22,000 — 32,000 16 ft. 24 ft. 
c. 32,000 — 45,000 18 ft 26 ft. 
d. 45,000 — 60,000 19 ft. 27 ft. 
e. 60,000 and over 22 ft. 28 ft. 


The above is a recommendation only and the Master should use 
own discretion in order to have safe manoeuvrable draft on arrival # 
while berthing. 


READINESS: Notice of Readiness: The Master or his representative! 
required to hand to C.P.I. or its Agent at loading port, a written Now 
of Readiness to load during business hours (24 hours everyday). Rec 
of such Notice of Readiness by C.P.l. does not necessarily 
acceptance. ; 

Every effort will be made to berth and load vessels on arrival in 

Arrival means anchoring or arrival at anchorage area in Du® 
Harbour, see “Anchorage”. 

Readiness to Load or Unload: The following will apply in regard to Noe 
of Readiness to Load or Unload. 

Notice of Readiness to Load or Unload is a warranty on the pat’ 
the Master that the vessel is in all respects ready to load or unload ® 
that all tanks, pumps, pipelines and appurtenances of the vessel ati 
to receive the cargo to be loaded or unloaded. 


CRANES: 1x13 tonnes. 1 x 18 tonnes used for small ships and bay 


STEVEDORES: ETA should be sent to Agency or stevedoring com 
2 days before arrival in order that necessary gangs may be arrai® 
Main commodity rates: Palm oil 200 tonnes/p.h. Sawn im 
25 cu.m.p.h. and bagged cargo 20 — 25 t.p.h. 


MEDICAL: The Port Health Doctor has only limited facilities for me 
treatment. If the services of more complete and/or specialised 
assistance are needed or emergency cases arise on board tae 
calling at Dumai, the Port Health Doctor might refer such cases toC 
hospital facilities or Pertamina Hospital. Dental facilities aval 
However, Masters of all vessels bound for Dumai are 
possible, to call at Singapore for medical assistance. 


DENSITY: 1020. 


FRESH WATER: Fresh water is available in limited quantities ®’ 
wharves. A request statement must be submitted to the Port 
through the vessel's Agent. 


FUEL: Not available. 


- 


RE pRECAUTIONS: Perumpel! | Dumai Co., Tel: 2469. Caltex, Tel: 
mr pettamina, Tel: 272. 
= : There are no Consuls or other foreign Government 
v tives located at Dumai, or in the immediate vicinity. 
aepAIRS: No repairs shall be carried out to the main propulsion 
and/or essential auxiliaries while alongside. The vessel's 
pe propulsion machinery shall be in readiness for instantaneous use 
out notice. No repair facilities ashore. 
* UGWAY/DECK WATCHMEN: Strongly suggest that all Masters of 
calling at Dumai maintain a close security watch while at anchor 
wall as when alongside the wharves. It is further recommended that 
Foard the tankers unoccupied rooms should be securely locked and 
ot holes closed before being vacated. 
9pENING/CLOSING HATCHES: By stevedores. 
~ySTOMS: Ships’ bonded stores will be sealed by the Indonesian 
Aystoms Officials on arrival and will remain sealed until the vessels 
save Indonesian waters. 


canGO GEAR: 
Forklifts: 3x2 tonnes. 
2x3 tonnes. 
15.5 tonnes. 
| Head Truck: 2x40 tonnes. 
| Trailers: 2x40 tonnes. 
| 4x20 tonnes. 
Top Loader: 1x40 tonnes. 


REPATRIATION: Due to transportation difficulties and shortage of 
scommodation, normally no crew members from any vessel are 
sjowed to disembark for repatriation purposes. 

in emergency cases such as sickness and accident, however, C.P.1. 
nay at its own discretion and upon request of the Master of the vessel 
concerned, assist in the repatriation process. 

AIRPORT: Distance to airport 10 km. Jakarta: 3 flights weekly served 
Merpati Pelita. Medan: 4 flights weekly served by Merpati Pelita. 

gatam: 3 flights weekly served by Merpati Pelita. 

TIME: GMT plus 7 hours all year round. 

HOLIDAYS: 12 religious and national holidays. 

POLICE/AMBULANCE/FIRE: Tel: 21351 or 381 or 266. 

EMERGENCY CO-ORDINATION CENTRE: Tel: 21437 (Coast Guard). 

BANKS: 5 National Banks available. 

STORING: See “Prelims”. 

1. Vessel can be stored by truck. 

2. Shipmaster to inform Agency who will contact Company. 

3. Distance 4 km. 

4. Yes. 

5. Contact Agent. 

6. Riggers can be employed to assist with storing. 

SHORE LEAVE: Shore liberty may normally be granted to ship's Officers 
and crew after clearance of the vessel by Harbour Authorities. Personnel 
proceeding on shore liberty should be provided with ship’s pass and 
advised that the C.P.1. compound is out of bounds with the exception 
of the road from the wharves to the village road. Penalties imposed for 
violation of Harbour Regulations or local laws have been severe and 
CPI. can not intervene in such cases. 
IDENTIFICATION CARDS: |.D. Cards and Passports required. 
PROVISIONS: There are very limited facilities to handle ship's laundry 
and feck ship's provisions. 
WEATHER: Tides and Currents: The tide rise is approximately 8 ft. in 
the springs and approximately 5 ft. at neaps. 
Peo tide currents: Flooding Easterly at 3 knots. Ebbing Westerly at 
nots. 

The general direction of the current is parallel to the faces of the 
warves. There is no slack current period in the Rupat Strait during 
Spring tides and only a very brief period of slack current during neap 
‘des. The current reverses its direction almost immediately. Vessels will 
aways be berthed stemming the current flow. 
tinds: The N.E. monsoon is never very steady but is most constant in 
4nuary when from 20 to 40 per cent of winds are N.E. In November 
id December N.E. winds are the most frequent. In February the most 
"quent winds are N.E. The S.W. monsoon begins in late May or early 
‘ne. From June to September winds in the straits are mainly S.E. but 
‘steady. At this season squalls known as “Sumatra’s” occur off the 
ast; they are most frequent between 2200 hrs. and 0200 hrs. 

*4in: The rainfall is heavy with yearly average from 80 to 100 inches. 
wettest months are October to December or January. There are 
2comparatively dry seasons, February to March and June to August. 

8 most intense rainfalls are in the afternoon but these heavy 
2wnpours are often short in duration. The duration of the rain is more 
"enly spread over 24 hours during the N.E. monsoon than during the 
Sst of the year when rain most likely occurs in the evening and night. 
smperature: The average temperature is a little below 80°. The range 
ral average year is only 30°, between 65° and 95°. The daily range is 
om 15° to 20°. The humidity is high (70% — 90%). 

: While alongside, vessels must have the eye of towing (fire) 
wes lowered to the water's edge from offshore bow and quarter for 
Smergency use. The eye of the wire should be painted white. 
meney Facilities: The following shore fire fighting facilities are 
red at each wharf to assist a vessel in the initial stages of a fire 


) C.P.1. Oil Wharf Nos. 1 — 4: 
; fire pump capacity 750 g.p.m. 

fire fighting monitor. 
: fire hydrants. 
59 Spray hydrants. 
ene nozzles underneath wharf. 
18 ft. fire hoses of 2.5 in. 
ene foam compound. 
*%20 bs. safety meter dry chemical powder. 
‘ Set booster hose. 
er foam equipment. 

50 Ibs. Yamato dry chemical powder fire extinguisher. 


= 
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(b) Tugboats: Under instructions of Port Authority, equipped with fire 
fighting equipment and remote controlled nozzles. 
Emergency Signal: 

(a) The ship should sound an emergency station's signal consisting 
of a continuous ringing of the ship's alarm bells supplemented by 
a series of short blasts of the ship's whistle or siren. C.P.1. will 
then take such action as is necessary. 

(b) A telephone is fitted on each wharf. C.P.1. personnel should be 
telephoned for assistance. 

If no C.P.I. personnel are available, ship's personnel may call for 
emergency assistance by dialling telephone number 222 from 
each wharf. 
After dialling, state the following: 

1. Your name and name of vessel. 

2. The exact location of the fire. 

3. The nature of the fire if possible. 

(c) Assistance can be summoned on VHF Radio if necessary. Use 
International Channel 12 or 16 on VHF. Given location and extent 
of assistance required. 

(d) Refer to Fire Instructions Pamphlet as usually given to all vessels 
alongside the wharves. 

(e) The shore signal in the event of an emergency is a fire siren or 
an alarm. 

GENERAL: Charts and Publications: Masters of vessels proceeding to 
Dumai should obtain the latest sailing directions, charts and 
Hydrographic bulletins for the area. 

In this respect attention is invited to the latest editions: 

(a) U.S. Hydrographic Office Publication 162, Sailing Directions for 
Malacca Strait, Cape Rachado to Singapore; 

(b) Ee Hydrographic Office Chart No. 3764, Bengkalis and Rupat 

traits; 

(c) Netherlands Hydrographic Office Chart No. 18 (East Coast of 
Sumatra); 

(d) British Admiralty Chart No. 795 (Cape Rachado to Singapore); 

(e) The Indonesian Hydrographic Office Chart No. 18 covering 
Bengkalis and Rupat Straits. 

Boarding on Arrival: A Government Pilot will board vessel on arrival if 
Whart is available and will advise and assist in ad veceinh 4 to wharves. 
A representative of the ship’s Agent will also board the vessel at 
anchorage or alongside one of the wharves to deliver publications and 
forms and will make the necessary arrangements for vessel to load. 
Port Officials: The Indonesian Government Port Authorities are located 
in the Government building situated along Jalan Laksamana 
(Laksamana Street). 
General Cargo: General cargo consigned to C.P.I. is handled at the 
Government Cargo Wharf at Dumai. Only mobile cranes with a maximum 
lifting capacity of five tons are available. As no heavy lift floating crane 
or stationary crane is available, heavy lifts must be handled by ship's 
cies ls! Sea Pilot Area: Bengkalis Strait and Rupat Strait from 
airway Buoy or Eastern port of Morong Pilot Station to Eastern limit of 
Dumai Harbour Pilot Area (Long. 101° 30’ 00” E.). 
Other Areas Requiring Sea Pilot: Rupat Strait and Bengkalis Strait from 
Eastern limit of Dumai Harbour Pilot area (Long. 101° 30’ 00” E.) to 
Northern limit of Sungai Pakning Harbour Pilot Area. (Applicable to 
vessels bound for Sungai Pakning from Dumai or v.v.). 
General: While vessels are at anchor, no physical communication is 
allowed with shore except in emergency cases and/or with prior approval 
from the Harbour Authorities. 

Lowering of ship's boats is prohibited without the prior approval from 
the Harbour Authorities. 

Pilferage has taken place recently on board tankers at Dumai 
anchorages and wharves. C.P.I. of course regrets this practice, and 
strongly suggests that all Masters of tankers calling at Dumai maintain 
a close security watch while at anchor as well as when alongside, the 
wharves. It is further recommended that on board the tankers 
unoccupied rooms should be securely locked and port holes closed 
before being vacated. C.P.!. also wishes to draw all Masters’ attention 
to the practice of trading with local sampans at the anchorage, which is 
also a fire hazard, and will not be tolerated by C.P.1. C.P.1. request that 
all possible steps be taken by ship's personnel to keep sampans away 
from the vessels while alongside, as loading may be stopped until this 
hazard has been cleared. 

It should be noted that Harbour Authorities prohibited the presence 

of sampans near alongside vessels. 
Contraband: The attention of Masters is called to the strict enforcement 
of Indonesian Regulations against smuggling. Illegal possession or 
landing of such items as narcotics, liquor, cigarettes, precious stones 
and metals, fire arms, ammunition, sheath knives and similar weapons, 
or other articles of contraband is subject to severe penalty and may 
result in prolonged delay of the vessel concerned. 

All precautions must be taken to prevent the violation of contraband 
laws. C.P.I. employees are prohibited from bringing firearms, knives, 
liquor, cigarettes, food stuffs or other articles ashore and shipboard 
personne! must not offer such items to them. Commissions for the 
importation of goods from other countries are not to be solicited or 
accepted. 

Compliance: Masters are requested to inform ship's Officers and crews 
of the foregoing regulations pertaining to contraband, shore liberty, etc., 
to assure that they are completely understood, and to require the full 
compliance of all hands. 

DEVELOPMENTS: One new berth for palm oil under construction, also 
3 berths for sawn timber, fertiliser, palm kernels, rubber and general cargo. 


SHIPMASTER’S REPORT: October, 1983. 
Documents: 14 Crew Lists required and all ship’s personnel require 
passes. Immigration stamp all Discharge Books and/or Passports on 
arrival and Agent will take them ashore about 1 hour before unberthing 
for stamping again, when all passes also returned. 

Pertamina, as vessel's Agents, have own forms for N.O.R., and Dry 
Certificates. 
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Cargo Inspector has his own forms. 

Berthing: Vessel (140,000 d.w.t.) berthed at No. 2 Berth, stemming the 
tide. 3 tugs used, 1 forward, 1 aft and | midships with tugs’ lines. 
Moorings 3, 3, 2 each end. Forward headlines first then breasts then 
springs and aft springs first, then breasts then sternlines. 2 watchmen 
on board all the time and they are very efficient. 

After loading and if on maximum permissible draft, (See “Circular’) 
then vessel unberths and anchors off berth to await HW. 

Density: Density varied between 1008 and 1015 depending on state of 
tide. 

Services: Ship Chandler will arrange for a barber to come on board and 
will also bring on board items for sale such as batik. 

A telex message sent through Agents took 51 hours to reach 
Singapore./dentification Cards: All visitors to vessel require a pass 
issued by Texaco. Also see “Documents”. 

Circular: To All Agency Tankers Calling at Port of Dumai: 

Based on the Circular of Dumai Harbour Master dated 14th January, 
1982, Ref. No. S.DMI.AL.14/1/1982 regarding the draft limitation for 
vessels passing Dumai-Morong route, based on the result of the survey 
carried out by the Sea Communication Team, we herewith inform you 
that for the sake of your vessel's safety, your vessel's draft should not 
be more than 17 m. (max. LOA 315 m.) when passing the above 
mentioned route. Please be advised too, that you are recommended to 
pass this route during the high tide only. 

Dumai, 20th January, 1982, 
Pertamina of Shipping Dumai. 


SHIPMASTER’S REPORT: January 1992. 

Vessel: 113,528 d.w.t.; 15.62 draft; 265.18 m. LOA. 

Approaches: The approaches to this port are quite straightforward, but 
when coming from the East, it is necessary to cross the S.E. bound 
traffic in Malacca Strait, and that can be a problem if it is congested. 
Traffic was not heavy when we crossed. 

Communications can be awkward because of accents, but English is 
fairly well understood. 

Pilotage: The Pilot boat is a slow and heavy launch which could manage 
only about 4.5 knots into the wind. At best, it is probably capable of 
making about 8 knots in smooth water. 

The Pilot Station is on Rupat Island, with only sea transport available 
for the Pilots. As there is no launch available with any speed, the Pilots 
bring a ship out, then wait at the Station for another ship to take in. If 
extra Pilots are needed at either end, they travel on a ship along with 
the Pilot who is piloting the vessel. The pilotage is about 60 miles, and 
takes from 4 hours to 6 hours; the tidal streams being very strong. 

Sea Pilots are now compulsory, and Harbour Pilots berth the ships. 
All the Pilots are Indonesian. 

They seem to operate quite well, although they are reluctant, or 

unable, to discuss “passage planning”, and did not seem to understand 
why we were questioning them. 
Channel: The channel is a natural one, with good deep water nearly all 
the way. The shallower section, between Buoys 15, 17 and 19, is still 
quite deep, and we never had a UKC of less than 4.0 m., but mostly the 
ship had more than 8.0 m. UKC, at full speed. 

The “hair pin bend” section seems to have been extended to the East 
to find deeper water, and that new part is the only really narrow part of 
the whole channel. On the inward passage, being less than 10.0 m. 
draft, we did not use the new channel, and crossed over at Buoy No. 9, 
rounding the buoy. 

The navigation is straightforward, with buoys marking all the bends, 
and 4 sets of leads — 2 inward, 2 outward — to assist. 

It was completely dark (a moonless, overcast night) both inwards and 
outwards, and we were not able to assess any of the channel in daylight. 

Some of the buoys were unlit, as was a rear lead on one of the inward 
leads, but we had no advance notice about them. We just noted that 
they were out. The rear lead had been lit again when we sailed. From 
what the Pilots said, our ship is about the maximum size they handle in 
the port. 

Dumai Port: There are 3 tanker berths (at least) and several dry cargo 
berths. There is also a ship repair section, to the West, with 2 medium 
size floating docks. They have LPG tanks and a coking plant. 

The port seems to work round the clock, and ships (ranging from 
3,000 to 30,000 tonnes) were coming and going all the time we were 
there. 3 large tugs are available, and they are normally all used when 
handling a large tanker. One was out of action when we berthed, but 
we used all 3 on departure. 

The berthing procedure is simply to stem the tide and push onto the 
berth, sideways, with the tugs, who then hold her up while the back 
springs are sent out, using heaving lines and shore messengers. 3 head/ 
stern lines are then sent, by lauch, then 3 breast lines. The tugs are not 
dismissed until mooring is complete. 

Loading booms are used, and their rates seem to match up to their 
promises. 

From completion of loading till sailing takes about 4 hours, but the 
Loading Master does not return to the ship with the Bills of Lading. Any 
Letters of Protest have to be given to the Agent, who will not sign for 
plaka p 
General comments: A large and varied amount of requests were made 
for presents, but we only gave out cigarettes, beer, soft drinks and coffee. 

Customs made a full check on the contents of the Bond Store and 
the Beer Room, and picked up one or two small discrepancies. 
| explained that we had spent longer than expected in Singapore, and 
that we had to prepare the documents before arriving at Dumai. No big 
fuss was made, but they were amazed that we did not experience such 
a check at every port we visited. 

Shore leave is avaiable, and proved to be very popular. All the 
Passports are taken ashore by Immigration, with no receipt being signed, 
and paper passes, made up on board on paper supplied by the ship, 
pit issued. These passes must be returned to the authorities before 
sailing. 
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AGENCY: See “General” before first port. 

AUTHORITY: Port Administration of Dumai, JL. Datuk ‘aksang, 
Dumai. Tel: 21469, 21369, 21325, 21442. Telex: 56290. Cabies. 
Dum. Contact: H. Simanjuntak, Port Administrator. Tel: 21162 " 
Note: Pilot Station, 21442-278-372, contact 24 hours. 

C.P.1.: 434-261-278. Pertamina: 272-372. 

P. T. Caltex Pacific Indonesia. (Head Office), Kebon Sirih 52, Jake 
10110, Indonesia. Tel: 376908. Telex: 44386 Cate, . 
Cables: Calpacem, Jakarta. y 

Operating Office: Rumbai, Pekanbaru 28271, Sumatra. Te): 2p 
Telex: 56112 Caltex PBR, 56271 Caltex DUM (Dumai Terminal Of, 
Cables: Calpacem Pekanbaru. 


GEBE ISLAND: 00.03 S. 129.23 E. (See Pip 


LOCATION: Port of Gebe Island is situated in the Halmahera Sea \j. 
Maluku in position Lat. 00° 03’ 50” S., Long. 129° 22’ 44” E. 
DOCUMENTS: Documents to be produced upon vessel's arriva 

14 copies Crew List. 

11 copies Passengers List (if any). 

4 copies Parcel List (if any). 

5 copies Stores List. 

5 copies Cargo Manifest. 

5 copies Narcotic List. 

6 copies General Information. 

4 copies Personnel Effects List. 

3 copies Vaccination List. 

5 copies Fire Arms & Ammunition List. 
7 copies Voyage Memorandum. 

Ship's Register. 

Certificate of Nationality. 

Safety Equipment Certificate. 

Seaworthy Certificate. 

International Load Line Certificate. 

Maritime Declaration of Health Certificate. 

Derat Certificate. 

Last Port Clearance. 

Safety Radio Certificate. 

Harbour Report. 

Ship’s Inspection Team: This team consists of the Port Health Otfe 

Customs Officer, Harbour Master and Immigration Officer. 

After the vessel has been granted Free Pratique, the Immigrw 
Officer checks Passports, Seamen's Books and Crew List and t 
issues shore passes. 

Vessel's bonded store will be sealed by Customs Officer on am 
and will remain sealed until the vessel leaves Gebe Island. 

Use of ship's radio transmitter is prohibited while lying in port. 

Note: It is recommended that ship's Master consult the Agents ate 
the local prevailing Customs Regulations with regard to cure 
cigarettes, spirits, narcotics, etc., to prevent unnecessary difficulties# 
eventually fines. 

PILOTAGE: Pilotage not compulsory. There is no Pilot at Gebe sat 

ANCHORAGE: Anchorage position for ore loading at Gebe Islan: 

Lat. 00° 03’ 50” S., Long. 129° 22’ 33” E. Depth 65 m. LWS. 

Chart: Indonesian Sea Chart No. 388. 

RESTRICTIONS: Vessels may berth/unberth at any time bet 

0600 hrs. and 2400 hrs. 

Vessel may leave the loading sete between 0600 hrs. and 2200" 
RADIO: Local Radio Station at Gebe: 

Name/Call Sign 6HN 26/GEBE. Power 100 Watts. 

Class 2.8/J3EJN. 

Frequencies: 14,490 kHz, 7,395 kHz, 16,726 kHz. 

Antenna Position: 00° 02' 08” S., 129° 33' 30” E. 

Cables to Adhiguna Jakarta, Antam Jakarta and Antam Ternale@ 
be sent through Jakarta Coastal Radio Station, call sign PKE# 
Ternate Coastal Radio Station, call sign PKE 5. 

Arrival Notice: Owner's Advice: Owner to advise by cable to Adhig! 

Jakarta and Antam Ternate, with copy to Antam Jakarta, at 

8 working days notice of vessel's ETA at loading port. 

Master's Advice: At least 48 hours before vessel's arrival at Pot! 

Loading, Master shall give the following information to Adhiguna Ja 

and Antam Ternate, with copy to Antam Jakarta; Last port of call, 0 

on arrival, quantity of nickel ore to be loaded, stowage plan, qu® 

and kind of commodity to be discharged and other 
information. 

Final amended arrival time must be sent at the latest 24 hours be 
arrival. 

Previous experience has shown that one cannot rely on teley® 
regarding ETA sent by Agents at last port of call to arrive on 
therefore Antam Ternate will wait for the Master's telegram be 
making the necessary preparations. 

TUGS: Available and compulsory. 

CARGO HANDLING: 

Lighters: A number of lighters of 120 d.w.t. to 600 d.w.t. are avala®™ 

Wharves: No facilities. 

Loading/Unloading Facilities for General Cargo: No facilities. 

Loading Facilities for Ore Carriers: Loading of nickel ore at Gebe 

point is done by means of ore barges from 3 jetties. an 

Number of Gangs: 4 gangs are usually used by vessels equippe 

cranes or derricks. If necessary stevedores can provide 6 gangs 

Loading Capacity: Average 5,000 tons/24 hours, depending on the? 

of vessel, vessel's cargo gear, weather conditions, etc. 

Ore Carriers: All types of fully loaded draft ore carriers are acces 
(Steep bottom sea around the loading point). y 
Vessels without cranes or derricks, including buckets, 8 
acceptable. 

Minimum capacity of cranes or derricks must be 5 tons. 
Unloading: Cargo for Aneka Tambang only. 


sfevEDORES: Loading is performed by Shipper’s personnel. 
Hours: Loading to be effected on weather working days of 24 
won) hours, Sundays and holidays are excepted: 
“yew Year, 1st January. ; 
igrul Fitri, fixed — 2 consecutive days of the year. 
nul Adha, fixed day of the year. 
nce Day, 17th August. 
Day, fixed day of the year. 
Easter, fixed day of the year. 
waisyak, fixed day of the year. 
fixed day of the year. 
tion, fixed day of the year. 
the First Muharram, fixed day of the year. 
“ppistmas, 25th December. 
Asenatch/Demurrage money to be settled in accordance with the 
|| gated contract. ; 
vers: First Shift: O600 hrs. — 1400 hrs. Second Shift: 1400 hrs. — 
20 hrs. Third Shift: 2200 hrs. — 0600 hrs. 
labourers will be supplied by Aneka Tambang. Making the vessel 
for loading to be done by vessel's crew members. 
\yEDICAL: Hospital not available, doctor and inoculations are available. 
DENSITY: 1020. 
tRESH WATER: Not available. 
FUEL: Not available. 
LS: None. 
SURVEYORS: On/Off Hire surveys can be arranged. 
2PENING/CLOSING HATCHES: The first opening and the last closing 
ss well as removing and reinstalling of hatch beams to be done by 
vessel's crew. 
REPATRIATION: Can be arranged. 
WRPORT: There are 3 flights per week between Ternate and Gebe and 
we-versa, served by Aneka Tambang Charter Flight. Flying time is 
aout 60 minutes. 
TIME: GMT plus 9 hours. 
HOLIDAYS: See “Stevedores”’. 
SHORE LEAVE: Shore pass must be carried by the crew during shore 
vst. 
nytation: Vessel's crew members are not allowed to invite friends, 
sawkers from shore aboard the vessel. 
\saving for Ternate: The crew members are prohibited to leave Gebe 
orTemate, except Master and Officers who must be guided by Agents. 
Local leave in Gebe is permitted as a concession. 
GENERAL: Priority: First come first served. 
fags to be flown by incoming vessels: Vessel's National flag, 
pdonesian flag, Vessel’s numbers, Quarantine and Immigration flag. 
ship Chandler: None. In emergency cases, for a limited quantity, Agents 
can act as ship's chandler. 
fumigation: No facilities. 
vessel's Disbursement Accounts: All vessel's disbursement accounts 
wil be charged to the related principals through the General Agents. 
Despatch/Demurrage: To be settled in accordance with the related 
contract. 
Cash in Rupiah: Cash advance at Master's request can be supplied by 
‘gents in a reasonable amount. 
facilities: There are 3 jetties to load nickel ore to the barges. General 
‘clities available ashore include lawn tennis, football, badminton, 
casket ball, golf course, swimming pool and local beach, but no 
restaurant. All belong to the Company. 
a No delays unless bad weather (rain, strong winds, rough seas, 
c. 


trance: Please go direct to loading position. 

*re Fighting: No facilities. 

©e: No facilities. 

Sop Reception: No facilities. 

08s and Currents: As per Tide Tables of Indonesian Archipelago. 
astoms: Kapaleo Town, Gebe Island. Crews are not allowed to bring 
*ohol to the shore (whisky, wine, beer and other similar, etc.). 

ind and Sea: No prevailing winds observed. 

llaichmen: No watchmen from ashore. 

eeney Removal: No facilities. Never throw away your garbages. 
General Agents: P.T. Pelayaran Bahtera Adhiguna, Jakarta, 10 — 
2J Kalibesar Timur, P.O.Box 1315, Jakarta, Indonesia. Cable 
+ Adhiguna Jakarta. Telex: 42854 Adhiguna JKT. Tel: 676547, 


_local Agents (Head Office): P.T. Aneka Tambang, 24—26 JI. Bungur 
sar, Jakarta, Indonesia. Cable Address: Aneka Tambang JKT. 
Sex: 49147 Antam JKT. Tel: 410108 (Hunting system). 
local Agents at Loading Port: P.T. Aneka Tambang, Unit 
angan Nikel Gebe, JI. Batu Angus No. 11, P.O.Box 37, Ternate, 
Maluku, Indonesia. Cable Address: Antam Ternate. Telex: 73153 
EIA. Tel: (0921) 21686, 22221. 


GRESIK: 07.09 S. 112.40 E. (See Plan) 


SRTHING: Main jetty with length 284.5 m. and berthing dolphin 50 m. 
tie |etty. Depth of water 15m. — 18m. Vessels up to 30,000 d.w.t. 
¢ ‘0 berth off seaward side and 10,000 d.w.t. on shore side. 
FACILITIES: Discharge Facilities: 15 ton grab Kangaroo crane 
"ormal operating capacity of 300 t.p.h. and max. 550 t.p.h. 
urpose conveyor to transport materials from the jetty to TSP 
Dum 800 t.p.h. capacity. 
™ping system for phosphoric acid from vessel to TSP plant tanks, 
By © with pump — 300 t.p.h. capacity. 
ae everom ies eopeniee —33°C from vessel to TSP plant 
pump — t.p.h. acity. 
RESH WATER: Available. PY 
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INDONESIA 


SHIPMASTER’S REPORT: July 1984. 
Location: Lat. 07° 08.4’ S., Long. 112° 39.6’ E., about 4.8 nautical miles 
N.W. of Sourabaja. 
Documents: 

Ship's Register. 

Derat Certificate. 

Load Line Certificate. 

Radiotelegraphy Certificate. 

Safety Equipment Certificate. 

Safety Construction Certificate. 

Seamen's Books. 
Gre documents will be kept ashore during the vessel's stay at 

resik. 
For Gresik: 

2 Crew Lists. 

2 Stores Lists. 

2 Crew's Declaration Lists. 

1 Maritime Declaration of Health. 

1 Vaccination List. 

1 Cargo Manifest and/or 1 Bill of Lading. 
In addition for Sourabaja: 

9 Crew Lists. 

2 Stores Lists. 

2 Crew's Declaration Lists. 

1 Maritime Declaration of Health. 

1 Vaccination List. 

2 Cargo Manifests and/or 2 Bills of eh al 
Customs: The Customs will not seal the ded stores, but strictly 
controls the said quantity of narcotics. 
Pilotage: Compulsory, same Pilots as for Sourabaja. ETA to be sent at 
least 24 hours in advance. Normally the Pilot boards the vessel when 
passing the Karang Jamuang Island (pilot station), but if required, 
specially for deep draft vessels, the Pilot will board the vessel at the 
Outer Anchorage. 
Anchorage: Position Lat. 06° 51’ S., Long. 112° 45’ E., depth of water 
between 35 m. and 40 m. 
Gresik Anchorage: Position: Lat. 07° 05.7’ S., 112° 39.8’ E., 2.5 cables 
off the Petro Kimia Jetty. Sandy ground, no safe anchorage. 
Restrictions: Maximum depth of water 33 ft. Maximum breadth of 
cere 90 m. Official allowed sea water draft 32 ft., but Pilots accept 
32 ft. 06 in. 
Berth: Petro Kimia Jetty (private berth). Length of berth 320 m. approx., 
equipped with large rubber fenders every 40 m. Depth of water between 
12 m. and 15 m. Height of tide about 2.5 m. 
VHF: Call “Sourabaja Pilots” on Channel 12 or Channel 16 if no reply. 

If vessel enters the channel without Pilot, a second call before passing 
Buoy No. 5 is required. 
Tugs: Same tugs as for Sourabaja. 

Vessel with a length of more than 150 m. has to take 3 tugs, (one of 
them only for stand by). 
Cranes: 2 cranes, but only one used for discharging sulphur. This crane 
has a discharging capacity of 300 tonnes/hr. 


Working Hours: Day and night, even during “Ramadan”. 
Times: 0800 — 1200 
1300 — 1800 
1900 — 2400 
0100 — 0600 


Fresh Water: Available from the jetty. 

Fuel: Available by barge at Sourabaja Anchorage only. 

Repairs: From Sourabaja. 

Medical: \In Sourabaja only. 

Shore Passes: Given by Agent, to be returned before departure. 
General: No Immigration and Port Health board the vessel at this berth. 
No foreign currency declaration necessary. Crew changes not allowed. 


AUTHORITY: Harbour Master. 


JAKARTA (Tanjung Priok): 06.10 S. 106.50 E. 
(See Plan) 


IMMIGRATION: Vessels arriving from abroad with passengers must 
hoist the “N” Flag. Masters have to supply the boarding Immigration 
Officer with Passenger's List of: (a) disembarking. (b) transhipping. 
(c) through passengers. 

No persons are allowed on board until the vessel has been examined 
and the “N” Flag taken down. Passengers must be in possession of a 
valid visa: visitor's, entry or a transit visa. Those not having a visa may 
at the discretion of the Immigration Officer, obtain a landing permit. 
Members of the crew including the Master must appear in the Articles, 
in order to get shore permits. 

DOCUMENTS: Upon arrival vessels have to produce the following 
Certificates and Documents, which will remain in the Harbour Master's 
custody until cleared: 

Nationality (Registry) Certificate. 

Seaworthiness Certificate. 

Measurement (Tonnage) Certificate. 

Derat (Exemption) Certificate. 

International Load Line Certificate. 

Safety Certificate (passenger ships). 

Safety Equipment Certificate (cargo ships). 

Safety Radio and Radiotelephony Certificate (cargo ships). 

Certificate of Approval (ship's radio station). 

Health Book or Bill of Health. 

Vaccination Certificates. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng 


Last Port Clearance. 

Subscription of Light and Harbour Dues and whartage if any. 

Crew Lists and Passenger'’s Lists. 

Ship's Articles. 

Other certificates and documents as required. 

Ship's Arrival and Departure: 2 days before arrival of vessel, the ship's 
Agent has to inform the Port Administration, by completing appropriate 
forms. Copies of completed forms must also be submitted to the Harbour 
Master, Port Health Service, Immigration, Customs and Security for 
preparations of services. The Pilot may berth the vessel on request of 
the ship’s Agent only after obtaining clearance from the Port 
Administrator, Harbour Master, Port Health Service and Immigration 
(foreign vessels only). 

Before departure, port clearance is issued by the Harbour Master, 
after clearance has been obtained from Customs, the Port Health 
Service, and Immigration. 

Certificates: The Ship's Certificates should be delivered to the Harbour 
Master through the Agent. These certificates will be returned to the 
Ship's Master prior to the ship's departure. 

Ship’s Manifest and Bill of Lading: The copy of the ship's manifest 
should be delivered to the Port Administrator through the Agent. 

Also see “Radio Officer's Report’. 

APPROACHES: Navigable Channel: Length 8,000 m. Minimum width 
250 m. — 350 m. Minimum depth 11.0 m. — 12.0 m. (Chart datum). 
PILOTAGE: Compulsory and available throughout 24 hours. Pilot 
boards 1 mile North of harbour entrance (Master has reported that pilots 
like to board inside the breakwater, with engines stopped). 

The ship's Owner/Agent has to inform the Port Administration (the 
Pilotage Division) of the ship's arrival 24 hours in advance. 

Walkie-talkie radio with a frequency of 156.600 MHz is used for 
communication between the pilot boats and the pilot station. 
ANCHORAGE: Anchorage for vessels waiting for the Pilot is outside 
the breakwater (Position Lat. 6° 04’ S., Long. 106° 53.2’E.). 
RESTRICTIONS: Max. draft is approximately 11 m. 


MAX. SIZE: 
Harbour Length Draft 
(m.) (m.) 
1st 225 9.50 
2nd 195 9.50 
3rd 220 11.00 
Oil 220 11.00 
Bogasari (wheat) 230 9.60 
DKP (chemicals) 230 9.00 
HEALTH: 


Quarantine: A vessel is in quarantine and must hoist the quarantine flag 
(Q, QL, QQ), when it is a vessel: 
1. that comes directly from abroad (Q flag), 
. that comes from an infected Indonesian Port (Q flag), 
. that takes passengers or cargo over from vessels mentioned in 
items (1) and (2) (Q flag), 
4. whose Master has declared that a quarantineable disease exists 
or is suspected on board (QL/QQ). 
5. which the Port Medical Officer has declared infected or suspected 
with a quarantineable disease (QL/QQ). 

The concerned vessel is free from quarantine measures when Free 
Pratique has been obtained. The Free Pratique becomes invalid when 
a vessel is in quarantine as stated above or a quarantineable disease 
occurs during the validity of Free Pratique. 

The Port of Tanjung Priok is a 1st class Quarantine Port. 

At the request of the ship's Owner/Agent, the Department of Health 
will provide “Provisional Pratique’”, for vessels calling directly from 
abroad to any Indonesian port which is not classified as a quarantine 
port, provided that health conditions on board comply with the required 
health conditions. This “Provisional Pratique” however does not relieve 
the vessel from quarantine measures, and it is not to be construed as 
“Free Pratique”. 

Accordingly vessels enjoying “Provisional Pratique” are still required 
to hoist the quarantine flag. 

Vaccination/Immunisation: Vaccination and immunisation against 
cholera can be carried out by the Port Health Service. 

BOARDING AREA: Harbour Pilots, Quarantine Officer and Immigration 
will board the vessel at the Outer roads. 

RADIO: Coastal Radio Station Call sign PKI Class A1, A2, A3; call sign 
yee Class A3. 


On 


Harbour Master 

Pilot 

Tugboat Operations 

Port Operations Channel 14 

Public Service Channel 16 
TUGS: Tugs are operated by PT (Persero) Pelabuhan Indonesia II. 
heitaay + “ 100 VF be ane ayes have to re peg ae m8 available 
rom -p. to 2, .Pp. 2 tugs are equi or fire fighting. 
BERTHING: : ~ Ren 


Channels 13 
Channels 5, 10, 12, 14, 80 
Channels 5, 10, 14 


Wharves Length Depth (Chart Datum) 
(m.) (m.) 
Coaster Harbour 510 5.0 
1st Inner Harbour 2,540 5.0-— 9.5 
2nd Inner Harbour 1,800 5.0- 9.5 
3rd Inner Harbour 1,155 6.0 — 11.0 
Container Wharf 1 980 12.0 
Container Wharf 2 360 12.0 
Mineral Oil Harbour 
Oil Jetty 100 6.0 — 13.0 
Bulk Wharf (Bogasari) 162 10.0 
Liquid Chemical Wharf 276 9.0 
Buoys Number Capacity 
(tons) 
West Buoys 8 15,000 
East Buoys 27 5,000 
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SPECIALISED CARGO-HANDLING FACILITIES: 
Conventional Terminal : 


18 forklifts 2-10 ton capacity 
4 mobile cranes 18—35 ton capacity 
1 head truck 40 ton capagiy 
1 top loader 40 ton Capacity 
Container Terminal : 
10 Container cranes 30 — 40 ton capacity 
41 Transtainers 35 — 40 ton caparity 
28 Forklifts 2—40 ton capacity 
55 Head Trucks 40 ton capacity 
100 Chassis 40 ton capacity 
Container yard has a capacity of 24,701 TEU. 
CRANES: No. Capacity 
Tonnes 
Mobile Cranes 4 5-95 
Floating Cranes 1 100 
Quay Cranes 10 30 — 40 
Transtainers 41 35 — 40 
STEVEDORES: 


vile edhe hours: The working hours at the harbour are 24 hours, 74 
a week. 

Shipmaster's Report: Cargo work continuous, 7 days a week. No» 
for 2 days at the end of Ramadan. 

MEDICAL: First Aid at the scene of accident. Medical treatmer 
advice available on request to the Port Health Service. Hospitaics. 
available in general and private hospital in Jakarta. 

FRESH WATER: Available by pipeline or barge, rate 50 - 10) 
oe capacity 200 — 300 tons. 

FUEL: Available by pipeline or barge, (3x400 tonnes), supple 
Pertamina. Rate: 65 t.p.h. — 80 t.p.h. by pipeline, and 45 t.p.h. - 60\p 
from barge. 

REPAIRS: Dry-docking and repairs are carried out by the State-ow 
P.N. Dock. 


Electronic Repair Shop: Repair of electronic navigational aids » 
radio can be carried out by experts. 

Repair and Testing of Navigational Instruments: Carried out by exe 
of the Hidral (Hydrography of the Indonesian Navy) and those o) 
P.N. Pelni workshop. Compass can be adjusted by an sow dt 
above-mentioned Hidral. Testing and issuing of certificates) 
eg cabe lamps by the Pelni workshop. 

DRY DOCKS: 3 floating docks, max. capacity 17,500 tons, » 
7 slipways, max. capacity 3,275 tons. 

GANGWAY/DECK WATCHMEN: Available if required. 
CERTIFICATES: See “Documents”. 

CUSTOMS ALLOWANCES: No crew allowance for tobacco, abs 
and other commodities. 

REPATRIATION: A valid document is needed. A re-entry permit 
the country concerned is sufficient, if there is no passport availa 
Joining crew must hold an Indonesian Transit Visa. 

AIRPORT: Soekarno-Hatta International Airport is approximately 266 
— Tanjung Priok, and Halim International Airport is approxime 
25 km. 

TIME: The Port of Tanjung Priok is located in the zone of Wess 
Indonesian Time, which is based on the time at the meridian o! 
East Longitude. 

POLICE/AMBULANCE/FIRE: Fire Tel: 4301080, Ext. 2222; Po 
Tel: 4301080, Ext. 6400; Ambulance Tel: 4403026, Ext. 199, 194. 
SHIP SUPPLY SERVICE: 

P.T. Harapan Insani, 25 Jalan Imam Bonjol, Jakarta. Tel: 3344 
334-084, 334-180, 334-214, 349-971. Telex: 44912 Incate Jkt, 4 
Insani Jkt. Branch: Balikpapan (East Kalimantan). 

P.T. Patra Supplies & Services, No. 3 Gedung Patra, Jalan Ge 
Subroto, P.O.Box 377/KBY, Jakarta. Tel: 513-955, 511-356. Te 
44976 Cater la. Branches: Balikpapan (East Kalimantan) and Singa? 

P.T. Tata Wisata, Jalan Iskandarsyah Raya No. 1, Kebayoran B# 
Tel: 713-707 (3 lines). Telex: 47331 Tata la. 

P.T. The First Trijaya, Jalan Tanah Abang 11/97, Jakarta. Telex: 4 
Fitric Jkt. Cable: Fitricate. 

P.T. Nesitor, Jin. Senen Raya No. 54, Jakarta. Tel: 37% 
Fax: 3865165, 493675. 

PORT SECURITY: Maintained by members of the Indonesian A™ 

Services, usually Police, Navy or Marine and Army. Crew meme 

should be in possession of a shore pass issued by the Port Autw 

accompanied by an identification card when leaving or entenng? 

guarded gates of the Port Area. Shore passes can be obtained v#" 
encies. 

CREW IDENTIFICATION CARD: Crew members having no Pass 

are required to carry a Seamen Identification Card (S.1.C.). . 

GARBAGE DISPOSAL: Agent must apply for a permit from” 

Corporation before an fevbace can be disposed of. 

WASTE OIL DISPOSAL: Two barges of 185-190 ton capaci * 

provided by the PT. (Persero) Pelabuhan Indonesia || and are b® 

at Nusantara Berth. 

SEAMAN’S CLUBS: None. 

CURRENCY: Indonesian Rupiah (Rp.). 


RADIO OFFICER’S REPORT: September 1990. 
Documents: 
Agent: 

8 copies Crew List. 

1 copy Personal Effects List. 

1 copy Stores List. 

Ship's Certificates. 

Oil Record Book. 

Health Book (supplied on first visit to Jakarta). 


on Personal Effects List. 
+ copy Stores List. 

+ copy Crew List. 

+ copy Ports of Cail List. 

b “Nil” Return of 
ammunition/Animals. 

amount cargo for Jakarta and next port. 


Mail/Parcels/Passengers/Arms and 


Store will not be sealed. 
t will handle Immigration and Quarantine matters. 
spore Leave: if no shore passes are issued, Passport will suffice when 


7ng ashore. 
ITY: Tanjung Priok Port Administration, P.O.Box 98, Jalan 


4 No. 1, Tanjung Priok, Indonesia. Tel: 491132, 491207, 491233, 
91364, 492208. Telex: 49282. Contact: Port Administrator. 


4GENT: P.T.Bahtera ng oky Persada, Jardine Shipping Agencies 
sysion, Jalan Pemuda No. 66, Jakarta 13220, Indonesia. (Postal 
idess: P.O.Box 6262/Jatra, Jakarta 13062). Tel: (62-21) 4722060. 
telex: 48868 JSA IA. Fax: (62-21) 4722237, 4711469. 


JAMBI: 01.35 S. 103.38 E. 


*LOTAGE: Compulsory. Pilot station at Muara Sabak. 
RESTRICTIONS: The port is located approximately 90 miles from the 
| outer bar of Batanghari River. 
| Maximum depth at the outer bar at high water is 4.0 m. 
RADIO: Jambi Coastal Radio Station. Call sign PKC-3. 
Frequencies: 6,491.5 kHz (A1), 3,825 kHz (A3). 
yHF: Jambi Coastal Radio Station on Channel 16. 
BERTHING: Concrete wharf with length 72m. and depth alongside 
| 20m. 
Storage: There is a godown with 700 sq.m. 
fork Lifts: 2x2 tons — 5 tons. 
CRANES: 2x5 tons — 10 tons mobile cranes. 
STEVEDORES: Available from the labour pool. 
WEDICAL: Medical assistance available. 
FRESH WATER: Available in limited quantities. 
FUEL: Not available. 
REPAIRS: No facilities available. 
GENERAL: Barges: Barges available with capacity 300 tons. 


JAYAPURA: 02.37 S. 140.39 E. 


eee Pilotage is compulsory. Pilot boards vessel at the 
rage. 
ANCHORAGE: Vessels anchor in position 02° 32' 12” S., 140° 43’ 24” E. 
fADIO: Jayapura Coastal Radio Station. Call sign PKN. 
Frequencies: 8,694 kHz. (A1) 
13,101 kHz. (A1) 
17,074.4 kHz. (A1) 
TVGS: No tugs available. 
SERTHING: Concrete wharf length 132 m., depth alongside 8.8 m. 
on pal here is a godown with 4,100 sq.m. and an open storage area 
Wh 2,000 sq.m. 
‘wk Lifts: 4x 2.5 tons — 3.5 tons. 
'RANES: 1x5 ton mobile crane. 
ANKERS: There is an oil jetty for small tankers. Length of jetty 33 m. 
EVEDORES: Available from labour pool. 
RESH WATER: Available. 
MEL: Not available. 
XEPAIRS: No facilities available. 


{AKAP NATUNA MARINE TERMINAL: 
901 N. 105.57 E. (See Plan) 


SCATION: The Kakap Natuna Marine Terminal is located about 120 
mang miles North from the nearest land, in a group of Indonesian 
res Called the Anambas Islands. 
4 sition of SPM Buoy: Lat. 05° 01’ 28” N., Long. 105° 57’ 02” E. 
osition of Wellhead Platform: Lat. 05° 01’ 44” N., 
Ch Long. 105° 55’ 55” E. 
isn for the area as follows: British Admiralty Charts No. 2660/ 
73, 1311 and 1371. 
“scription: The Marine Terminal consists of a floating production, 
Mh and offloading facility (FPSO). The FPSO, a converted tanker 
pe hd Summer d.w.t. tonnes, is permanently moored to a catenary 
be nid Bmooring buoy (SPM). The FPSO and buoy are connected 
¥ 7 Ita’ frame yoke. To accommodate motion, the yoke is hinged 
be PSO stem and the arm is attached to the buoy turntable allowing 
O and export tanker to rotate 360° around the mooring in 
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response to current, wind and wave conditions. The export tanker is 
moored in tandem and loaded by means of a floating hose from the bow 
of the FPSO to the midship manifold of the tanker. Total crude oil storage 
capacity of the FPSO is 750,000 barrels. The greatest single lift available 
to an export tanker is approximately 660,000 barrels. 

The fluids from wells, located on a wellhead platform, flow through 
7,000 ft. of dual subsea pipeline, through the flexible risers, the fluid 
swivel on the buoy, and then through rigid piping on the arm of the yoke 
to the processing equipment on the deck of the FPSO. 

There is a flare located on a self-standing tripod connected by a bridge 

to the wellhead platform. The flare gives an orange light, often visible 
at a great distance from the terminal. 
PORT LIMITS: Terminal Limits: The area within a radius of 1,750 m. 
from the SPM buoy and 500 m. from the wellhead platform is a prohibited 
area and must not be entered without a Company Mooring Master on 
board. 

The area within the operational map as delineated or bounded by the 
coordinates, HH, Il, JJ, KK, LL, is a restricted area and anchoring is 
prohibited: 


Coordinates Latitude Longitude 

H 05° 07’ 00" N. 105° 52’ 40” E. 
" 05° 06’ 28" N. 106° 00’ 13” E. 
JJ 05° 04’ 45” N. 106° 03’ 40” E. 
KK 04° 56’ 53” N. 106° 11’ 09” E. 
LL 04° 51’ 45" N. 105° 59’ 17” E. 


MINIMUM STANDARDS OF ACCEPTANCE: For tankers loading at 

Kakap Natuna Marine Terminal: 

1. Size: Vessel size not to be more than 100,000 tons Summer d.w.t. 

2. Vessels Loading: Vessels loading at the Kakap Terminal must 
comply with the latest SOLAS and MARPOL Conventions and 
Protocols. Vessels found to be seriously deficient or substandard 
in any safety requirements will be refused mooring and loading. 

3. De-Ballasting: Vessels must arrive at the Terminal with clean 
ballast. Vessels should be able to deballast concurrently with 
loading. Vessels unable to do so will be allowed 6 hours to complete 
this operation. Prolonged deballasting will necessitate either 
removal from the berth or to commence loading. The Terminal is 
not responsible for any free water or deadfreight. 

4. Inert Gas System: All vessels must be equipped with an Inert Gas 
System conforming to the SOLAS Regulations. This must be 
operable throughout the vessel's operations at Kakap Natuna 
Terminal. Tanks to be monitored by vessel's crew to ensure the 
correct atmosphere is maintained. 

In turn, the Terminal reserves the right to check the condition of 
the tanks on arrival and throughout the operation. In the event of 
prolonged failure of the system or, when tank atmospheres depart 
from industry accepted limits, the vessel will be removed from the 
berth. 

5. Mooring Equipment: Vessel to be equipped with correct mooring 
equipment relevant to its size as laid down in the “OCIMF Standards 
of Equipment Employed in the Mooring of Ships at a Single Point 
Mooring”. The minimum dimensions of the centre bow fairlead are 
600 mm. wide and 450 mm. deep, in order to accommodate the 
chafe chains. 

6. Hose Connecting Equipment: Vessel to be equipped with loading 
manifold in accordance with the “OCIMF Standards for Ships 
Manifold”. Flanges to be prepared to accept 12 in. 150 ASA 
connections. Derricks and rigging to be not less than 10 tons SWL 
and certified. 

7. Certificate of Deratisation and General Cleanliness: Vessel to be 
in possession of a valid Certificate of Deratisation and other 
deinfestation measures as appropriate. Should the vessel be 
infested with rats, vermin or other insects which could be a threat 
to the health or well being of Terminal personnel, then the vessel 
will not be accepted. 

8. Loading Rates: Terminal can load at a maximum rate of 24,000 
bblis./hr. through 1 x 12 in. hose. Vessels which cannot accept this 
loading rate will be rejected. 

9. Air-Conditioning: Due to the climatic conditions of the area, vessels 
not fitted with a working air conditioning system pose a threat to 
the safety of loading operations. Only in exceptional circumstances 
when a vessel has demonstrated its ability to comply with all 
conditions of the I.S.G.0.T.T. Safety Check List, will a vessel without 
air conditioning be accepted for loading. 

10. Crew: Vessel's crew must be qualified to the requirements of the 
International Convention on Standards of Training Certification and 
Watchkeeping for Seafarers 1978. If any infringement of safety 
regulations or the inability of ship's crew to operate safety and 
efficiently is noticed, then the vessel will be removed from the berth. 

11. The vessel's owner or bareboat charterer is to be a party to 
TOVALOP and have insurance covering the liabilities under the 
international convention of Civil Liabilities for Oil Pollution Damage 
1969 (C.L.C.). 

The cargo to be loaded will be covered by CRISTAL, and/or the 
International Convention of the Establishment of an International 
Fund for Compensation for Oil Pollution Damage 1971 (C.L.C.). 

12. Tankers are expected to conduct operations using a closed loading 
method. The loading of any vessel which is unable to comply, will 
be at the discretion of the Mooring Master. 

ARRIVAL PROCEDURE: 

1. Order of Berthing: Vessels will normally berth in order of arrival, with 

due regard to nominated date ranges, etc. 

2. Hours of Operation: The Kakap Natuna Marine Terminal will operate 
24 hours a day, 7 days a week. Tankers will normally be berthed 
during daylight hours, weather and other circumstances permitting. 
In special circumstances, at the sole discretion of the Company 
Operations Superintendent, night berthing may to allowed if all 
conditions are favourable. 

Unmooring will be carried out at any hour. 
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3. Vessel Anchoring: \f a tanker is not scheduled to berth on arrival 
(e.g. another vessel is in the berth, or the port is closed due to adverse 
weather conditions, etc.), Master will be advised by radio and 
requested to anchor (See “Anchorage’’). 

4. Notice of Readiness: The Mooring Master will act on behalf of the 
Company to sign acknowledgement of tanker's Notice of Readiness, 
which should be tendered at time of arrival at the anchorage. 

5. Port Closed: Notice of Readiness will not be accepted during periods 
when the Port is closed. The Port is closed when the weather is such 
that it is too rough for incoming tankers to berth or remain safely 
moored to the FPSO. Any decision regarding the opening and closing 
of the Port will be made solely at the discretion of the Kakap Natuna 
Operations Superintendent. In such a case the Terminal will provide 
the Master with a written notice of the times during which the port 
was closed due to adverse weather. 

The Company reserves the right to decline to berth a specific tanker 
if its conditions or facilities are unsafe for berthing or loading, even 
though the berth may be open to other tankers. Various combinations 
of wind, sea and tidal conditions and also the size, length, ballasted 
trim and handling qualities of a vessel can affect the decision to berth 
a vessel at Kakap Natuna Marine Terminal. All these factors have to 
be evaluated before a final berthing decision is made. Should a vessel 
be rejected for any of the aforesaid reasons, the Terminal will supply 
the vessel and owner/charterers with written reasons for non- 
acceptance. 

The decision of the Company Operations Superintendent to permit 
a vessel to berth shall be final. On receipt of such permission, berthing 
will be at the discretion of the Master in agreement with the Company 
Mooring Master. 

6. Indonesia Flag: The national flag of the Republic of Indonesia shall 
be prominently displayed by the vessel at all times at the Kakap 
Natuna Marine Terminal. 

7. Indonesian Government Regulations: Masters are informed that the 
following Indonesian Government Regulations are strictly enforced. 
Signals to be Displayed on Arrival: In accordance with practice in 
Indonesian Ports, Quarantine, Immigration; Pilot and Call Sign flags 
must be displayed by all vessels approaching Kakap Natuna Marine 
Terminal. These signals shall be displayed continuously until 
clearance is granted. 

The signals are as follows: 

Sunrise to sunset : Quarantine flag “ Q”. 

ed “N” flag should be flown until the Immigration Officer boards 
the ship. 

The “G” flag (request for pilot) should be flown until the Mooring 
Master boards. 

As soon as the Mooring Master boards, the “G” flag should be 
replaced by the “H” flag which signifies that the pilot is aboard. During 
the hours of darkness the appropriate International lights should be 
substituted for the flags. 


NAVIGATION AIDS: The SPM, FPSO and platform and flare tripod 
within the Kakap Natuna Restricted Areas display the following visual 
navigational aids and characteristics. During restricted visibility the 
following sound signals will also be given: 


SPM : Light (1) yellow “U" flash, vis. 5 miles. 
FPSO : Light (2) red “U” flash (bridge) vis. 5 miles. 
(1) white “U” flash (foc’sle) vis. 5 miles. 
Sound ‘U’ morse. 
Platform and Flare Tripod : 

Light (8) white flash, vis. 10 miles. One at each 
corner of platform and 4 along flare 
bridge. 

Sound ‘U' morse. 


ANCHORAGE: For tankers required to anchor, the recommended 
anchorage area is located North and East of the SPM and is centered 
on position Lat. 05° 02’ 54” N., Long. 105° 58’ 29” E. 

This position represents the centre of a circle with a radius of 1,609 m. 
Anchoring within the terminal limits is strictly prohibited. 


MAX. SIZE: 100,000 tons Summer d.w.t. 


RADIO/VHF: All incoming tankers must advise Kakap Marine Terminal 
of their best ETA at the anchorage area (05° 02’ 54” N.,105° 58’ 29” E.), 
on departure from their last port of call and 72 hours, 48 hours and 
24 hours before arrival. Any appreciable change of ETA should be 
advised accordingly. Vessel may contact Kakap Natuna Marine Terminal 
directly on intership frequency 8,291.2 kHz. Listening watches are 
observed everyday between 0300 hrs. — 0500 hrs. and 1200 hrs. — 
1900 hrs. GMT and 72 hours, 48 hours and 24 hours before scheduled 
arrivals of incoming tankers. 

Time to be used for ETA is local time, which is GMT plus 7 hours 
throughout the year. 
Initial Message: \n addition of the ETA, the first message should include: 
(a) Name of tanker and radio call sign. 
(b) Cargo requirements. 
(c) De-ballasting time. 
(d) Maximum loading rate. 
(e) Arrival draft, fore and aft. 

(f) Last port of call. 
(g) Confirm that vessel has clean Bill of Health. 
(h) If there is any sickness onboard, give all available information as 

to the possible type of sickness. 
(i) Distance in feet from the bow to the tanker'’s loading manifold 
(max. allowable distance bow to manifold is 440 ft.). 

Addresses: The above communications with Kakap Natuna Marine 
Terminal should be made via: 
Marathon Petroleum Indonesia, Ltd., Lippo Life Building, 4th Floor, 
Jl. H.R. Rasuna Said Kav. 8 — 10, P.O.Box 3293, Jakarta, Indonesia. 
Telex : 62690 Maroilb IA. Telephone: 511540, 512290. 
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In the absence of direct telex or telephone link to the above Me 
messages may be relayed to MPIL for onward transmission 10 Ka 
Natuna Marine Terminal through the Pertamina Coastal Radio 9a. 
at Jakarta. 


VHF/FM Radio Communications: The Terminal maintains a Contin, 
watch on VHF Channel 16 (156.8 MHz) and Masters are recommen 
to use this when they are within range. The Terminal is able tp 
any public VHF channel for use as a working channel after initia) 

Attention to VHF communications may be the means of avoid; 
in berthing and vessel turn around time. While in the Terminal ates, 
ship’s radio will be under the sole control of the Master. The Tem 
Facility radios will be under the sole control of the Terminal Operas. 
Superintendent or his designated alternate. 

Masters are reminded that if tankers are requested to anchor to a» 
berthing, it is their responsibility to maintain a CONSTANT jiste, 
watch on Channel 16 to receive Terminal instructions. 

Any delay due to a failure to maintain a constant listening wai, 
Channel 16 will be for ship's account and will not be include, 
calculation of the laytime. 


Frequencies for HF/SSB: In the event that incoming tankers are uns, 
to contact the storage tanker by any of the above procedures, the 
tanker also maintains a continuous watch on the following HF 
frequencies. 


Watch kHz : 11,528.50 


13,812.50 


Working KHz: 5,373.50 


16,411.50 


Pertamina Control Radio Station: in the event that incoming tankers» 
unable to contact Kakap Natuna Marine Terminal on the foregoing \# 
FM frequencies, or by HF/SSB, Masters should request Jakarta Ray 
to relay the necessary information to MPIL by telex or telephone. 
Detail of Jakarta Radio are : 


Name : Jakarta Radio 
Call sign : PKI-2 
Operated by : Pertamina 
Nature :CR 
Calling Working 
Frequency Frequency Power Class Working Hours 
(kHz) (kHz) (GMT) 
500 452 1 Kw Al H 24 
8363.2-8364.8 8626.0 1 Kw Al 0200-0400 
8372.8-8373.6 0500-0600 
0700-0800 
1000-1200 
1400-1600 
1700-2000 
12544.8-12547.2 12980.0 1 Kw Al 0000-0200 
12599.2-12560.4 0400-0500 
0800-1000 
1200-1400 
1600-1700 
2000-2200 
4131.2-4425.6 4425.6 1 Kw A3A/A3J 0500-0600 
0800-0900 
1600-1800 
2200-2400 
6206.2 6512.6 1 Kw AS3A/A3J 0000-0100 
0300-0400 
0600-0700 
1200-1400 
1800-2000 
8235.3 8759.2 1 Kw A3A/A3J 0100-0300 
0400-0500 
0700-0800 
1100-1200 
1500-1600 
VHF: 
Name : Jakarta Radio 
Call sign :PKI-2 
Operated by : Pertamina 
Class FS 
Power : 50 Watt 
Nature :CR 
Calling Working Working Hours 
(GMT) 
Channel 16 Channel 6-19 H 24 
Terminal Station: FPSO Kakap Natuna. 
Call sign : ELEP7 
Watch Working 
Frequency Frequency Power Class Working Hot 
kHz kHz (GMT) 
CH 16 CH 8/12 0.025 F3E H 24 
2182.0 2638.0 0.2 J3E/R3E H 24 
4125.0 4143.6 0.6 J3E/R3E 0100-020 
6215.5 6218.6 0.6 J3E/R3E 0200-02 
8257.0 8291.1 0.6 J3E/R3E 0300-08! 
0800-12 
12392.0 12429.2 0.6 J3E/R3E 0500-07 
16522.0 16548.0 0.6 J3E/R3E 0700-08" 
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ORE oring Master will board incoming tankers at either the 

' anchorage area OF other agreed location. The Mooring Master will 

advise the ship's Master on approach to the FPSO, mooring and 

ng, connecting and disconnecting hoses, and all other 

ations within the Terminal area including all manoeuvring of 

he tanker. The Master or one of his qualified deck officers must be 
on the bridge at all times while the tanker is being manoeuvred. 

> The services of a Mooring Master are provided upon the express 

~ inderstandi and condition that when any Mooring Master 

fymished by the Company goes aboard a tanker for the purpose of 

ing such tanker, he becomes for such purposes the servant 

the owners of the vessel, and the Company shall not be liable 

for any damage or injury which may result from the advice or 

assistance given or made by such Mooring Master while aboard or 

inthe vicinity of such vessel. 

: vessels assist in mooring tankers. These are under the 

” girect control and supervision of the Mooring Master. Any service 
andior facilities provided by the Company including, but not limited 
to, the services of Mooring Master, support vessels and their crews, 
or mooring and loading equipment, are at the vessel's risk. The 
fymishing of a Mooring Master, support vessels or other services 
and facilities, shall not be construed to be, or give rise to, a personal 

act. 

4 flare due for mooring must have a pilot ladder or hoist securely 

on the port side. Vessels with a freeboard of more than 30 ft. 
shall have an accommodation ladder rigged so that the lower 
platform is not more than 10 ft. above the water level with a short 
pilot ladder rigged for access to the platform. Upon the approach 
of the Mooring Master in the support vessel, the tanker will provide 
agood lee on the port side. Tankers shall also have the port derrick 
rigged and manned ready for use. 

5, The Mooring Master and his assistant, who will advise a tanker crew 
during mooring and hose connection, will normally board tankers 
from the support vessel which also serves as a stand-by safety boat 
throughout the loading operation. Immediately the Mooring Master 
and his assistant have boarded, the support vessel will proceed to 
the port side derrick area of the tanker where mooring and hose 
connection equipment will be lifted aboard. Sufficient crew must be 
available on deck to transfer the mooring equipment from the derrick 
area to the forecastle. 

The following equipment, provided by the vessel, shall be ready for 
use on the forecastle head when the Mooring Master boards: 
(a)1 mooring rope, polypropylene or other man-made fibre, 
situated forward. 
(b) 1 mooring rope, polypropylene or other man-made fibre, 
situated aft. 
(c) 2 messenger lines, minimum 3.5 in. circumference x 300 ft. 
natural fibre. 
(d) Aselection of shackles, wire strops and tools (sledge hammer, 
crowbar, etc.). 

6. When the approach to the terminal commences, a support vessel 

will be in attendance to assist by pushing if necessary. At this time, 

aoe support vessel will prepare the mooring and standby at the 


7. Approach to the FPSO involves manoeuvring at close quarters to 
the FPSO. It is therefore imperative that all measures are taken to 
ensure that there is no loss of power or steering during these 
manoeuvres. 

§ Another support vessel will be situated near the bow of the FPSO 
with 2x10 in. circumference polypropylene pick-up ropes, each 
secured by a 54mm. chafe chain, or 1x10 in. circumference 
polpropylene pick-up rope secured by 176mm. chafe chain, 
depending on the size of the tanker’s centre leads, secured to the 
main mooring, which consists of a 21 in. circumference nylon rope 
connected to one standard O.C.1.M.F. chafing chain (76 mm.). 

3, During the approach of the tanker towards the bow of the FPSO, 
the ship's crew, with the advice of the Mooring Master will prepare 
the forecastle for the mooring operation (see “Plans”). This will 
include passing one or two messenger ropes through the centre 
bow fairlead (or other fairleads designated by the Mooring Master) 
taking the end to the after port corner of the forecastle and, from 
this point, lowering the end to sea level. The mooring attachment 
will also be prepared, and will be, in order of preference: 

(a) Bow stopper (AKD). 
(b) Bitts. 


) Vessels which, in the Mooring Master's opinion, do not have a 
Suitable method of attaching the mooring, will be refused permission 
‘0 berth. Should bitts have to be utilised, or should the bow stopper 
be located at a substantial distance from the fairlead, wire snotters 

a in. diameter and various lengths are available from the berthing 

'. Upon the close approach of the tanker’s bow, the standby support 
vessel manoeuvres alongside the port shoulder and attaches the 
mooring pick-up rope to the ship's messenger line. The tanker will 

heave up the messenger and pick-up rope, carefully picking 

up the slack as the tanker approaches the bow of the FPSO. The 
unsecured support vessel will now be stationed at the end of the 
ting hose string in order to tow the hoses clear of the ship's side 

,, Should this become necessary. 

The Pick-up rope should be continually hove in as the tanker nears 
the FPSO bow. The distance between both bows will be 
eulinuously relayed to the Mooring Master on the bridge from the 
orate and by the support vessels. When the pick-up wire has 

€n brought inboard though the fairlead, it may be necessary to 
adjust the direction of pull and assist the chain through the fairlead. 

lon required by the tanker's crew in this respect will be advised 

3 Mooring Master. 

nN the chain is inboard, depending upon the method of 
hment available, the connection will be made (See “Plans”). 
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14. After the connection to the mooring is made, it may be necessary 
to run the engines astern to ensure the tanker does not contact the 
FPSO. The Mooring Master will then advise “Finished with 
Engines”, but at no time during the tanker’s stay at the Terminal 
shall the engines be immobilised. 

15. Shortly after the mooring operation is completed, the support vessel 
will be secured from the stern of the tanker using a 12 in. 
circumference polypropylene rope supplied by the support vessel. 


BALLAST: 

1. There are no ballast or slop reception facilities at Kakap Natuna 
Marine Terminal, therefore all vessels must arrive with clean ballast 
suitable for discharging directly to sea in accordance with the 
standards set by the International Conventions. Vessels arriving 
with ballast unsuitable for discharge to sea will be rejected for 
loading. Any tanker rejected because of contaminated ballast or 
sea pollution will automatically invalidate her Notice of Readiness 
and will lose any priority of loading. Vessels discharging 
contaminated ballast overboard shall be subject to the anti-pollution 
laws of Indonesia. 

2. Vessels arriving at Kakap Natuna Marine Terminal should have 
sufficient ballast to ensure safe handling and manoeuvrability in the 
prevailing weather and sea conditions and in accordance with good 
seamanship practice. 

3. Whenever possible, loading procedures should be so arranged as 
to allow for concurrent deballasting and loading operations, 
provided that a 2 valve separation can be maintained. Permanent 
ballast should not be discharged before the vessel has loaded at 
least the equivalent amount of cargo. 

4. The Mooring Master or his assistant will witness the tank inspection 
prior to loading, but will not sign certificates attesting to the 
emptiness, cleanliness or suitability of tanks for loading. The 
ullaging of the slop tank and determination of oil content will also 
be witnessed. 

5. Penalties for pollution are harsh. 


LOADING: Hose Connection: 

1. Upon completion of the mooring operation, the loading hose will be 
connected to the tanker's port manifold, which must have been 
prepared to accept 1 x 12 in. 150 ASA flange prior to berthing. Hose 
connection will be made by the ship's crew who must be under the 
supervision of a responible deck officer. The Mooring Master's 
Assistant will advise on the correct procedures to be adopted. 

2. Depending on the freeboard of the tanker, the weight of the hose 
to be lifted could approach 10 tonnes, and all tankers calling at 
Kakap Natuna Marine Terminal must have their port derrick rigged 
to lift at least 10 tonnes. 

3. A support vessel will tow the tanker end of the hose to a position 
below the manifold area and connect the ship's cargo runner to the 
hose pick-up chain. The hose will then be lifted to a position above 
the main deck so that the hang-off chain can be made fast to the 
hose bitts in such a way that the hose flange will closely align with 
the required manifold flange. The hose end will then be lowered to 
the deck for the blind flange to be removed. The hose flange will 
normally be connected to the manifold by a Camlock coupling. 

4. When the hose is connected, the length between the manifold and 
rail will remain supported on 2 slings by the ship's derrick. This is 
to ensure that there is no undue strain on any part. 

Loading Operations: 

1. When the officer-in-change on board the tanker has declared the 
vessel ready to load, with all necessary valves open, the hose end 
butterfly valve will be opened and the Mooring Master will instruct 
the Terminal to commence loading at a slow rate. The rate will not 
be increased until the tanker has confirmed that the hose connection 
is tight, that cargo is being received in the selected tanks and that 
no leakage is taking place through the sea valves. Thereafter, the 
loading rate will be increased, on request by the tanker, to a 
maximum of 24,000 bbl.p.h. 

2. Throughout the loading, a responsible deck officer shall be in charge 
of operations, either on deck, or in the cargo control-room. In 
addition, an efficient deck watch in constant contact with the cargo 
control-room must be maintained at all times. 

Additionally, one man must be stationed on the forecastle at all 
times to observe and report on the mooring condition, i.e., the state 
of oe mooring and the distance and attitude of the Tanker to the 
FPSO. 

3. At any time during loading operations. the rates can be reduced on 
request. Except in an emergency, 10 minutes notice should be given 
to the Terminal when rate reduction is required. As in normal tanker 
practice, valve must not be closed against the oil flow without 
permission from the Terminal. 

If, for any reason, radio communications between the Tanker and 
the Terminal are lost, the Terminal will stop the loading until 
communications are re-established. 

In the absence of radio contact, oil flow can also be stopped by 
sounding the Emergency Flow Stop Signal, consisting of continuous 
blasts on the ship's whistle. 

4. The volume of oil loaded is accurately available at all times from 
the Terminal, and periodic comparisons should be made between 
Tanker and Terminal. 

5. The question of ship or Terminal responsibility to stop cargo on 
loading the required quantity will be discussed and agreed before 
loading commences. 

Request for the Terminal to stop the flow of cargo at a predetermined 
tonnage must be in writing. The request must include the statement by 
the ship's Master that the Company will not be held responsible for any 
error, and that in the case of the being overloaded, the excess cargo 
cannot be pumped back to the FPSO. The ship’s Master will also be 
held responsible for any spills caused by this request. 
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Hose Disconnection: On completion of loading, and when the tanker is 
informed by the FPSO Control that all flow has ceased, the hose end 
butterfly valve will be closed first, followed by the ship's manifold valve. 
The hose will then be disconnected from the manifold (sufficient drip 
trays must be available to contain any oil remaining in the spool pieces 
and reducer) and the blind flange will be replaced on the hose. The 
weight of the hose will be taken on the derrick and pick-up chain to allow 
the hang-off chain to be released from the hose bitts and re-connected 
to the eye on the hose flange collar. The hose will then be lowered to 
the water where a support vessel will be in attendance to remove the 
cargo hook and tow the hose clear. 

Kakap KH Crude Oil Specifications: 


Gravity at 60°F 42° — 48° API 

Salt Content Nil — 0.01 % WT 
B.S.& W. Nil — 0.25 % Vol. 
Sulphur 0.01 — 0.06 % WT 
Pour Point Max. 80°F 
Viscosity 2.2 — 3.0 Cst 
Reid Vapour Pressure 3 p.s.i. — 12 p.s.i. 


Cargo Documentation and Inspection: 

1. Documents such as Bills of Lading, Quality Certificate, Quantity 
Certificate, Time Loading Report, Certificate of Origin, Cargo 
Manifest and Master's Receipt for Documents/Samples, etc. are 
prepared at Kakap Natuna Marine Terminal. When the tanker has 
been loaded, the documents will be completed and taken aboard 
the tanker for the Master's signature. Signing of these documents 
by the Master will take place at the same time final departure 
clearance formalities are being carried out. 

2. Immediately upon completion of loading, the offical Bill of Lading 
quantity will be relayed to the Mooring Master by radio. In the event 
of a dispute, the vessel will be requested to recheck the 
measurement and calculations of the quantity, but the Mooring 
Master will not witness such measurement and calculations. After 
both ship and shore figures have been verified, should an 
appreciable difference still exist, receipt of a Letter of Protest will 
be acknowledged by the Mooring Master. 

3. Notes of Protest if any, should be handed to the Mooring Master 
for further delivery to Marathon Petroleum Indonesia, Ltd. Please 
note that the Mooring Master will acknowledge receipt of the Note 
of Protest only, and is not authorised to accept such letters. 

4. From time to time owners, charterers, consignees, or other 
interested parties may appoint third party oil inspectors to survey 
the loading operation on their behalf. Any delays caused by oil 
inspectors, shall be considered “vessel delays”. 

DEPARTURE: Departure Procedures: 

1. Immediately after the loading hose is disconnected and transferred 
to the custody of the support craft, unmooring of the vessel will 
commence. The support vessel at the stern of the tanker will be 
released but will remain on location to assist if required. On advice 
from the Mooring Master, the mooring hawser will be heaved in by 
the tanker, the snotter and it’s attachment disconnected. In some 
cases it may be necessary to steam the vessel ahead to relieve 
the weight on the mooring. As soon as the mooring is released, the 
engines will be ordered astern and the vessel will back away from 
the FPSO. During the move astern, the mooring hawser will be 
lowered into the water by the pick-up rope. 

2. When the vessel is safely clear from the FPSO, the Kakap Natuna 
Marine Terminal mooring equipment will be taken from the 
forecastle to the port derrick to be transferred to the support craft, 
together with the hose connecting equipment. 

3. Any remaining cargo calculations and paperwork will be completed 
before the vessel sails. When such paperwork has been completed, 
the vessel will make a good lee on the port side to disembark 
“shore” personnel. Upon disembarkation of all such personnel, the 
vessel is cleared to proceed to sea. 

MEDICAL: Only available in cases of emergency. 
FRESH WATER: Not available. 

FUEL: Not available. 

SURVEYORS: Not available. 

REPATRIATION: Not available. 

GARBAGE DISPOSAL: Not available. 

WASTE OIL DISPOSAL: Not available. 
SEAMAN’S CLUBS: None. 

CURRENCY: Indonesian Rupiah (Rp.). 

SAFETY: Safety Requirements: 

1. As for all tanker terminal operations, vessels visiting Kakap Natuna 
Marine Terminal must comply with the minimum safety 
requirements specified in the International Safety Guide for Oil 
Tankers and Terminals (1.S.G.O.T.T.). 

Kakap Natuna Marine Terminal operations are of a special nature 
in that vessels must soft-moor in tandem to the floating production 
and storage vessel, which is complete with production train and 
ground flare. Hence, Company requirements may be more stringent 
than those specified in 1.S.G.0.T.T. These requirements will be 
enforced. 

2. When the Mooring Master boards the vessel, he will present to the 
Master a safety booklet containing details of the Safety and Fire 
Regulations, Safety Check List and a letter to the Master. When 
fully checked and understood, the Regulations will be signed by 
both the Terminal Representative and the Ship's Master. 

3. Safety and Fire Regulations will be strictly adhered to and a 
Terminal Representative will make periodic checks to ensure that 
they are being enforced. If any infringements of these safety 
regulations are observed, they will be brought to the attention of 
the Master or his Deputy for corrective action. If such action is not 
taken immediately, the Mooring Master will take such measures as 
appear most appropriate to deal with the situation, and shall advise 
the Master accordingly. 
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WEATHER: The Kakap Natuna Marine Terminal is an open UNshe, 
mooring. On occasions there may be circumstances or a Combing, 
of circumstances which may preclude mooring operations. |p 
circumstances good judgement should be u by the Master h 
the Mooring Master's advice as to what action to take. % 
Currents: The surface currents of the Natuna Sea in the Kakap arg 
wind generated, currents therefore will be in the direction of the prey. 
monsoon. These currents will generally exceed 1 knot and ON occas, 
exceed 2 knots. 

Typhoons: The Kakap area is not normally affected by “typhoong 
Weather Pattern: In the Kakap area the N.E. monsoon 
established during November, although in some years it may ngs, 
regularly until December. During this period the wind direction Overs 
open sea is predominantly Northeasterly and the average force iy 
fully developed is about Force 4, South of Latitude 5° North, and Fp, 
5 to the North of this Latitude. 

The winds tend to blow in successive pulsations, periog, 
comparatively fresh winds followed by periods when the wing ise 
strong. At times the wind freshens to Force 6 or 7, while at 
does not exceed Force 3. The frequency of Force 7 winds is estima, 
to be about 1% in most of this season, probably reaching 2% _, 
during December, the month of greatest frequency. From about Ma) 
October, winds are predominantly South-westerly, mainly Force 35, 
Over the open sea, the South-westerly winds can reach Force §, 
nearer the coast they are weaker and more irregular. During Oc, 
the winds become variable before the onset of the N.E. monsoon, 

Although during the Summer, monsoon wind speeds of Force 7» 
rare, squalls, know locally as “Ribut” in which gale force winds may, 
reached temporarily are fairly common. The most dangerous type 5» 
arch squall which is preceded by clouds rising from the horizon ins 
form of an arch, heavy rain is usual when the arch is passing overt: 
Tidal Streams: Tidal streams can be expected to reach 1.5 knots de» 
Spring tides. 

Relative Humidity: This is high over the area for most of the 
averaging about 90% — 95% in all months at 0700 hrs. and falling, 
about 70% — 74% by 1300 hrs. 

Temperature:The average air temperature is high throughout the yw 
April is the warmest month with a mean daily temperature of about 
January is the coldest month with a mean daily temperature of 8 
Fog and Visibility: Fog is rare throughout the area, however durings 
squalls visibility can be extremely limited. 

Rainfall: Average annual rainfall near the Kakap area is about 10: 
Rainfall is most abundant from about October to January, i.e. a) 
onset and in the early part of the N.E. monsoon, however thundersion 
and heavy rain squalls occur frequently throughout the S.W. monsw 


SHIPMASTER’S REPORT: April 1990. 

Officials: Before berthing the vessel is boarded by the following Offca 
2 Agents (Pertamina), 2 Customs, 2 Immigration, 2 Harbour Mase 
These officials are flown out to the Storage Barge before the loah 

vessel berths and stay there until she sails. 

Documents: 

5 copies Crew List. 

5 copies Arms and Ammunition List. 

5 copies Dangerous Drugs List. 

5 copies Passenger List. 

3 copies Manifest of Cargo for discharge at Terminal (“Nil’ retur 

1 copy Vaccination List. 
Loading: 

The well produces approximately 25,000 bbis./ day. 

The average number of ships is 2 per month. 

The average loading rate supplied was 3,000 cu.m.p.h. 
Cargo: Certificate of Quality (AP! was different from Terminal Boo 


Test Method Test Result 
API gravity at 60°F ASTM D. 1298 50.3 
Sulphur % WT ASTM D. 1551 - 

BS & W % Vol ASTM D. 96 0.05 
Pour Point °F ASTM D. 97 +60° 
R.V.P. ASTM D. 323 7.3 
Density @ 15° C. ASTM Table 3 0.7780 
Spec. Gravity. ASTM Table 3 0.7783 


AGENCY: Procedure for Appointing Agent: Indonesian Govern 
Regulations require that Pertamina Directorate of Shipping ® 
Telecommunication be appointed General Agent for all ta 
proceeding to load in Indonesia. 
Address : Pertamina Directorate of Shipping and 
Telecommunication, 
Attention: Agency Department, 
19th Floor, Pertamina Building, 
Jil. Meden Merdeka Timur 1A, 
Jakarta, Indonesia. 
Cable Address: Pertaminaship IA. 
Telex : 44450 and 45348. 
Telephone : 343 806, 303 3356, 303 3307, 303 3305. : 
For vessel arriving for the first time in Indonesian waters, Owne® 
Charterers are requested to appoint Pertamina Directorate of She 
and Telecommunication Agency Department as General Agent to 
the vessel at Kakap Natuna Marine Terminal by letter of 
This Letter of Appointment must be endorsed by the nearest ! 
Consulate to point of dispatch of the Letter, and must be sent # e 
2 weeks prior to ship's arrival. The above applies also to vessels ** 
may have changed their name and vessels for whom the Le 
Appointment has expired. Owners or Charterers can attach ¢® 
vessels under their management/control which are sc 4 
operating in Indonesian waters. In such cases the single Le. 
Appointment will be valid for all ships named in the Letter. Lede 
Appointment have a validity of 1 year, after which they must be 
Each tanker entering Kakap Natuna Marine Terminal mus” 
requested and have been granted an Entry or Agency Permit »® 
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it is vital that the General Agent receives the following 
2 weeks before vessel's arrival to enable the necessary 
obtained from the Govenment Directorate General of Sea 


5 aval 
romation 
jermits 10 ae 
comm’ ame and full address of Owners. 
Name of tanker and call sign. 
‘ Deadweight tonnage and length overall. 
iy Flag and Port Registry. 
Certificate of Registration Number. 
Name of Master. 
) Number of Crew. 
9 ETA at Kakap Natuna Marine Terminal anchorage area 
(Lat. 05° 02’ 54” N., Long. 105° 58’ 29” E.). 
, Last Port of Call. 

intended Indonesian Ports of Call. 
y Destination after loading. 
Quantity and type of crude oil to be loaded. 
sso see “General” before First Port. 

ITY: Operator: Marathon Petroleum Indonesia, Ltd., 4th Floor, 

Building, JI. H.R. Rasuna Said Kav. B-10, P.O.Box 3293, Jakarta 

Selatan, Indonesia. Te/: 512290, 511540. Telex: 62690 Maroil la, 62942 
gro la, 44654 Maroil la. FAX: (021) 511540, 512290 (ext. 2628). 
contact: D. Prentice, Operations Superintendent — Kakap Field. 


XASIM MARINE TERMINAL: 01.18 S. 131.01 E. 
(See Plan) 


LOCATION: The terminal is located at the mainland Irian Jaya. 
DOCUMENTS: 

Certificate of Registry. 

international Oil Pollution Prevention Certificate. 

Load Line Certificate. 

Safety Equipment. 

Safety Construction Certificate. 

Radio Certificate. 

Derat Certificate. 

15 copies Crew Lists. 

6 copies cargo/no cargo declaration by Master 

6 Vaccination Lists. 

2 Crew Declaration. 

4 Stores Lists. 

PILOTAGE: Compulsory. Pilot boards in-bound vessels in position 
0° 53'S., 131° 10’ E. Vessels berth and unberth at any stage of the 
ide during the day. 

Accommodation ladder is required. Also see “Anchorage”. Vessels 

must make a lee for Pilot boat in choppy seas. 
ANCHORAGES: Recommended anchorage area is 4.5 miles West of 
Sorong in position 00° 53’ S., 131° 10’ E. Under no circumstances should 
ay vessel enter the restricted area around the structure at Kasim 
‘emminal without a Mooring Master aboard. The area is marked by the 
dotted lines on the plan. (See “Plan”.) 

Any vessel arriving in the anchorage area after 1400 hrs. local time 
nay have to wait in the anchorage area until first light the next morning 
Svansit the Sele Strait to the terminal. 

On arrival at anchorage contact “Sorong Control” and Pertamina 
Soong Radio on VHF Channel 16 and between hours of 0600 and 1800 
wnlact Kasim Marine Terminal Channel 16. 

‘ol: Terminal Marine Advisors: Ensure that vessels do not anchor 
"hin Sorong Port Limits marked on chart. If they do Harbour Master 
ticharge double fee. 

lls preferable to anchor just outside the marked area. The anchorage 
ysition recommended is outside the harbour area. 


*STRICTIONS: 
Mean Velocity Nature 
Controlling tidal of of 
depth range current bottom 
‘ (MLW) 
“tance: 51 ft. Approx. 5 ft. Max. 7 kt. Sand, mud 
anne: 51 ft Approx. 5 ft. Max. 7 kt. Sand, hard clay, coral 
ene 120 ft. Approx. 5 ft. Max. 7 kt. Hard clay, sand 


WAX 60 ft. Approx. 5 ft. Max. 7 kt. Sand, hard clay, coral 
. SIZE: The channel is swept to a depth of 57 ft. Vessels max. draft 
$50 ft. Also see “Berthing”. 
MATQUE: Available night and day. Customs and Immigration board 
: Advice for arrival: 72 hours prior to arrival at Sorong vessels 
ane advise the Company of their estimated time of arrival by cable 
via “Pertamina's Coastal Radio” Station at Jakarta or Government 
Station at Sorong. They should also confirm or amend them when 
are 48 hours and again 24 hours, distant from Sorong. 
address: Pertamina, EPV, Sorong. 
Porta address: Pertamina — Jakarta. 
‘) oe Coastal Radio Stations: 
»,2Me of Station/Call Sign: Pertamina Jakarta Radio — PKZ. 


“graphical Coordinate: 06° 08’ S., 106° 50’ E. 
Frauency Class Service (hrs.) Power Nature Keep Watch 
) (GMT) (kHz) 
ten Al H24 1kW CR 500 
’ A1 0200-0400 0500-0600 1 kW CR 8363.2-8364.8 
0700-0800 1000-1200 1kW CR 8372.8-8373.6 
1400-1500 1700-2000 


INDONESIA 


Frequency Class Service (hrs.) Power Nature Keep Watch 
(kHz) (GMT) (kHz) 
12980 At 0000-0200 0400-0500 1kW CR 12544.8-12547.2 
0800-1000 1200-1400 1kW CR 12559.2—12560.4 
1600-1700 2000-2200 
4419.4 A2 0500-0600 0800-0900 1kW CR 4125.0-4131.2 
4425.6 A2 1600-1800 2200-2400 
6512.6 A2 0000-0100 0300-0400 1kW CR 6206.2-6215 
0600-0700 1200-1400 
1800-2000 
6521.9 A2 0600-0700 1200-1400 1kW CR 
1800-2000 
8759.2 A1 0100-0300 0400-0500 1kW CR 8235.3 
0700-0800 1100-1200 
1500—1600 
VHF Ch. 9,16,19. H24 Ch. 16 


(2) Name of Station/Call Sign: Pertamina Serta Radio (PKY—41) 
Geographical Coordinate: 01° 08’ S., 131° 15’ E. 


Frequency Class Service Hours 
(kHz) (GMT) 
6456.5 Al 
0100-0120 
0200-0: 
0300-0320 
0400-0420 
2300-2320 
6512 A3J 0020-0100 
0120-0200 
0420-0500 
500 Al H12 Hx 
452 Al H12 Hx 
6518 SsB H12 Hx 
8755 AM 0000-0100 
8730 AM 


2300-0500 
Working Hours Local Time (GMT + 9 hours): 
Monday-Thursday 0715-1430 Local Time. 


Friday 0715-1130 Local Time. 
Saturday 0715-1330 Local Time. 
Sundays and holidays are normally closed (except on 
request). 

VHF Ch 16,9. 


Government Radio Station: 
Name of Station/Call Sign: Sorong Radio (PKY-4). 


Frequency Nature Class Hours 
(kHz) (GMT) 
8461 — Al 0000-0100 

1000-1100 
2182 SsB — 0000-1300 
8802 SSB _ 0900-1000 
0300-3400 
8219.5 _ — 0900-0930 
0200-0300 
6306 SsB _ 0600-0700 
6337 SsB Al 
1100-1300 
12 MHz 
500/452 2230-2330 


VHF Ch. 16, 20, 22, 28. 

It is recommended that vessels arriving on weekends and public 
holidays and/or whenever there is no response from Pertamina PKY—41 
contact the Government Coastal Radio Station PKY—4 who work every 
day, including holidays. 

The beh information should be included in the cable: 

(1) Name of vessel and radio call signal. 

(2) ETA in GMT and date (local time GMT plus 9 hours). 

(3) Cargo requirements. 

(4) Deballasting time. 

(5) Maximum loading rate. 

(6) If there is any sickness on board or clean bill of health. 

(7) Flange dimension of vessel's manifold connection. 

Also see “General” before first port. 

TUGS: 2 tugs of 45 ton bollard pull each and 2220 h.p. mooring boats. 

BERTHING: Berthing is usually daylight hours but night berthing 

undertaken if required. It is not unusual to undock with a strong stern 

tide running. 

Kasim Terminal is owned by Pertamina-Petromer Trend. Maximum 
size of vessel at the berth is, length 1,000 ft., beam 150 ft., and draft 
50 ft. Depth of water 60 ft. (LW). 

The berth is a standard type of tanker berth with 4 breasting dolphins 
and a loading platform set back inside the line of breasting dolphins. 
4 mooring dolphins are set at intervals along the length of the berth and 
are fitted with quick release hooks and electric winches to handle 
light rope messengers. 

Loading is through two 16 in. Chicksan loading arms and vessels with 
non-standard manifolds must provide their own reducers. Max. loading 
rate 39,000 bbis. p.h. 

Loading arms are connected and disconnected by terminal staff. 

The Kasim Marine Office is an octagonal wooden structure on piles, 
situated at the mouth of a small river 300 m. N.E. of the Loading Pier. 

A Mooring Master remains on board throughout the vessel's stay and 
is in radio contact with the tank farm, pump station and Marine Office. 
The berth has its own gangway which is placed onboard the ship by 
shore crew. 

Crude Oil Characteristic: 
API Gravity at 60°F. : 35.3 
Reid Vapour Pressure at 100°F. pesSipsill 
Sulphur Content : a0” 

1 


Carbon Residue .0-3.0 % wt 
B.S. & W. 0.1 % vol. 
Flash Point (PMCC) Below 50°F. 
Pour Point 30°F. 

Loading Temperature 95°F. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle 


DRY CARGO BERTH: 370 ft. long with depth of 15 ft. MLWS alongside 
vertical steel face with rubber fendering. 2 cranes available for discharge/ 
loading with SWL 40 tons and 60 tons. 
MEDICAL: Doctor available. 
FRESH WATER: Limited supply (100 tons approx.) available at 
U.S.$3.75 per ton in an extreme emergency only. 
FUEL: Not available. 
REPAIRS: Can be undertaken at Sorong but not at Kasim Terminal. 
CUSTOMS ALLOWANCES: 200 cigarettes and 1 bottle of spirits per 
man. 
REPATRIATION: Possible in an emergency. 
TIME: GMT plus 9 hours. 
STORING: Not possible to store by truck or barge. Customs regulations 
state that nothing can be moved internally or externally without informing 
them. No riggers or equipment available. 
SHORE LEAVE: No shore leave. 
GENERAL: No stores. Clinic available. 

During daylight hours Indonesian flag must be shown. 
AGENCY: See “General” before first port. 
AUTHORITY: Petromer Trend Corp., Kasim Marine Terminal, Sorong, 
Irian Jaya, Indonesia. Telex: (In Jakarta) 47163 JKT. Cables: Trendex 
JKT. Contact: Petromer Trend, Jakarta. L.R. Zeigler, Resident Manager; 
Captain Manopo Sambow, Marine Superintendent. 

Jakarta Office: Five Pillars Office Park, Jalan Letien, M.T. Haryono 
58, P.O. Box 209, Jakarta. Tel: 791308. Telex and Cables: See above. 
Government Authority: Kesyahbandaran Sorong, Direktorat Jenderai, 
Perhubungangan Laut IX, Sorong, Irian Jaya. 

Harbour Master — Sorong, Iln. Jend A. Yani No. 13, Sorong. 
Tel.: 21839. Contact: Captain Delson Nainggolan. 


KIJANG: 00.51 N. 104.37 E. (See Plan) 


LOCATION: The Bauxite Loading Port of Kijang is situated at the S.E. 
coast of Bintan Island in the Riau Archipelago, in position 
Lat. 00° 50’ 44” N. and Long. 104° 36’ 31” E. 
FLAGS: To be flown by incoming vessel: 
Vessel's National Flag. 
Indonesian Flag. 
Vessel’s Number. 
Quarantine & Immigration Flag. (“ Q” and “N”). 
DOCUMENTS: To be produced upon vessel's arrival: 
12 Crew Lists 
Passenger Lists (if any). 
Parcel Lists (if any). 
Stores Lists. 
Cargo Manifests. 
Narcotics Lists. 
General Information. 
Firearms and Ammunition Lists. 
Personal Effects Lists. 
Vaccination Lists. 
“Declaration of Health Certificate. 
“Harbour Reports. 
International Load Line Certificate. 
Certificate of Registry and Tonnage. 
Certificate of Vessel's Nationality. 
Safety Equipment Certificate. 
Seaworthy Certificate. 
Safety Radio Telegraphy Certificate. 
Derat Certificate. 
Last Port Clearance. 
*Forms to be supplied by Agents. 
Inspection Team: This team consists of the Port Health Officer, Customs 
Officer, Harbour Master and Immigration Officer. 
After the vessel is granted Free Pratique, the Immigration Officer 
checks Passports, Seamen’s Books and Crew List and issues shore 
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passes. 
PILOTAGE: One Government Pilot available. Pilot compulsory. 
Pilot's office : c/o Port Administration Tanjung Pinang. 
Priority : First come first served. 
There are 2 Pilot boarding positions: 
1. Tanjung Tillie: 00° 48’ 12” N. 104° 35’ 30" E. 
2. Temborak Laut: 00° 49’ 00” N. 104° 41' 30” E. 
If vessel wishes to be piloted to the port on arrival day, vessel has to 
arrive at the desired Pilot boarding position at under mentioned times: 
1. Tanjung Tillie: Not later than 1800 hrs. local time. 
2. Temborak Laut: Not later than 1600 hrs. local time. 
However, it depends on Pilot's decision after considering tide and 
current’s conditions. 
In case vessel is long overdue (3 hours delay after Master's last ETA 
cable), Perbaki shall charge compensation for keeping labourers waiting, 


etc. 

RESTRICTIONS: The height of vessel from waterline to top of hatch 

coaming or railing must not exceed 12.00 m. Each side deck breadth 

from bulwark to king post or mast must not be less than 6.50 m. vertically 

and from bulwark to hatch coaming must be preferably 7.00 m. min., 

and 9.00 m. max. Minimum breadth 20.0 m. 

Cable Way: There is a cable way across the entrance channel about 

500 m. South of the jetty. Height above LWS is 45 m. 

MAX. SIZE: LOA 185 m. Max. draft 11.00 m. Max. beam 28.0 m. 
Greater max. draft and LOA might be possible after consultation with 

the Pilot/Harbour Master and considering the depth at entrance of the 

port upon departure. 
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RADIO: Cables to Perbaki Tanjung Pinang can be sent through 7, 
Pinang Coastal Radio Station, Call sign PKJ2”. Station also ot 
Channel 16. ‘ 
Arrival Notice: Owner's advice: Owner to advise by cable to 
Jakarta and Perbaki Tanjung Pinang, with copy to Aneka Tee 
Jakarta: at least 8 working days notice of vessel's ETA at loading 

Master's advice: At least 48 hours before vessel's arrival ab 
Station, Master shall = the following information to Adhiguna ms 
and Perbaki Tanjung Pinang, with copy to Aneka Tambang Jakarty 
port of call, draft on arrival, quantity of bauxite to be ‘ 
plan (hatch division for bauxite cargo), quantity and kind of 
(ies) to be discharged — if any — and other necessary Messages 

Final amended arrival time must be sent at the latest 24 FOUTS bey 
arrival. 

Previous experience has shown that one cannot rely on 
regarding ETA sent by Agents at last port of call arriving in due, 
therefore Perbaki Tanjung Pinang waits for the Master's t 
order to make necessary preparation such as ordering Pilot, sic 

Availability of berthing space: The availability of berthing space, 
be confirmed by Sub-Agents. 


TUGS: Available and compulsory. 6 tugs 170 h.p. — 1,600 hp, 


BERTHING: Vessels are moored alongside 2 jetties and 7 dolphingy 
good nylon ropes, 5 fore, 5 aft, 2 foresprings, 2 after springs, 25 
breastlines and 2 after breastlines. For Spring tide a hercules wire» 
(extra) is obtainable. 

Same will be carried out from the Southern part of bauxite jetty» 
serves then as additional breastline. If a vessel has not got sutice 
lines, same may be hired from Perbaki. 

When moored alongside jetties, vessels must take special care g» 
moorings during hours of ebb-tide, which runs in S-N. direction, 
Due to strong current in Strait of Kijang the ship's Master is ke 
requested to pay attention to Sub-Agents advices. 

Vessels over 20,000 d.w.t. will need extra 2 stern and 2 head ine 
Shifting Ship: Shifting ship will be done during slack water on), 
utilising ship's gear and with assistance of tugboat if necessary, By, 
finalise loading as scheduled in stowage plan, shifting may be d 
even during flood/ebb tides using vessel's engine. 
rye There is no quay. Vessels are moored alongside 7 dolphins» 

jetties. 

Distance between the 2 extreme dolphins is 135 m. 

Loading Facilities: Loading installation consists of 2 loading conver 
oe a oe Bauxite is loaded in the hold of vessel by means of convey 
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Stacker can be moved vertically from 13° to 35°, but the maxiy 
position for proper operation is only up to 18° inclination angle. 

Each stacker can swing 8.00 m. (4.0 m. to inner side and 4.0m) 
outer side). 

Distance between the 2 stackers in parallel position is 50.00 m 

The length of stackers is 47.79 m. each. At the lowest position ('! 
the end of stackers outreach about 10.50 m. from jetty seaward. (inh 
ws) the height from water line to the end of stackers is about 150) 
Loading ag gf About 7,000 tons per day using 2 stackers. 
Weighing: The bauxite is automatically weighed during loading! 
weightometer. The specific gravity of bauxite is around 1.25 and stow 
factor around 29. 
Unloading: Cargo for Aneka Tambang only. 


STEVEDORES: Labourers will be supplied by Perbaki. Making® 
vessel ready for loading/unloading to be done by vessels 
members. 

Loading is performed by Shipper's personnel. Loading/uniat 
equipments to be furnished by the vessel. 

If necessary and at vessel's request, trimming of the bauxite ca"! 
done by bulldozer, except in deep tanks, cross bunkers, small hot) 
which bulldozer cannot operate. Weight of bulldozer is 5 tons, so doe 
gear is compulsory when loading, pacar ob or shifting bulldoze’ 
hold where bulldozers are going to operate, all beams of upper as 
as lower tween decks have to be removed. This has to be don! 
vessel's crew members. Loading/unloading and shifting bulldozers | 
engine off) to be done by vessel's crew members. The vess? 
responsible for any damage to the bulldozers while loading/unios 
or shifting. 

Working Hours: Loading to be effected on weather working days’ 
24 consecutive hours, Sunday and Holidays included. 


MEDICAL: Doctor, hospital and inoculation service available. 
DENSITY: 1020. 

FRESH WATER: Not available. 

FUEL: Not available. 

CONSULS: None. 


HATCHES: The first es sco and the last closing of hatches as ¥#! 
removing and reinstalling of hatch beams to be done by the ves* 
crew. 


CUSTOMS ALLOWANCES: Vessel's bonded store will be sea! 
Customs Officer on arrival and will remain sealed until the vessel &* 
Kijang port. 

Note: It is recommended that ship's Master consult the Agents & 
the local prevailing Customs Regulations with regard to 
cigarettes, spirits, narcotics, etc., to prevent unnecessary difficultes® 
eventually fines. 

REPATRIATION: Can be arranged. 

AIRPORT: There are regular daily flights from Tanjung ey 
domestic airport near Kijang, to Jakarta. Flying time is about 2 


15 minutes. Also a daily ferry service is available from Tanjung ™ 
to Singapore. Sailing time about 3—4 hours. 


TIME: GMT plus 7 hours. 


- 


racemase en 


YS: The following National Holidays are non-working days. New 
youn January; Idul fitri, the fixed 2 consecutive days of the year; 
Yes the fixed day of the year; Independence Day, 17th August; 
w ; Day, 25th December; Maulid Day, the fixed day of the year; 
ve the fixed day of the year; Waisyak, the fixed day of the year; 
con) fixed day of the year; Ascension Day, the fixed day of the 

\w'radz, the fixed day of the year and The First Muharam, the fixed 
ay of the year. r 5 . 
JewicES: Cash Advances: At Master's request can be supplied by 
in a reasonable amount. 
eeraton: No facilities. 
pon Chandlers: None. In emergency cases, Perbaki can act as ship's 
Sider for a limited quantity. ; 
SHORE LEAVE: Shore Pass: Shore pass must be carried by Crew 
sembers during shore leave. net yi 
ayeghon: Vessel's Crew members are strictly prohibited to invite friends 
og hawkers from shore aboard the vessel. 
ichorage: While lying at anchor waiting for berth no one is allowed to 
ashore as long as vessel is not cleared. 
a ig also prohibited to lower lifeboats or rafts for the purpose of fishing, 
ing, visiting nearby islands etc. 
avg for Kijang and Around: Permitted. 


|AL: 
fot Entrance: 10.50 m. LWS; Alongside jetty: 11.00 m. LWS 
cyrent: Direction: At high tide, from North to South; At ebb tide, from 
South to North. 
Seely: Around 2-6 knots. 
spat Indonesian Sea Charts No. 42 and 65. 
\sture of bottom: Sand and soft materials. 


sHIPMASTER’S REPORT: 1977. 
vessel's Dimension: Length 185.5 m. Beam 25.5 m. 

Vessel sailed after loading wet bauxite ore in bulk. Vessel has 
weviously visited the port 3 times and loaded to a draft of 11.2 m., 
‘owever, due to poor tides loaded draft this voyage was 10.8 m. 

Entrance to the port is from the North between Mapor Island and 
\lerapas Island. The channel is clear and swept to 13.5 m. (chart datum) 
tere are no navigational problems and Pilot boards in position 
50’ N. and 104° 43’ E. Also one can proceed onwards to the North 
Kambat and Rusa Islands and then between Gabi and Riau to Tanjung 
Tile anchorage. This is the accepted Pilot boarding ground and pilotage 
scompulsory and daytime only. The Pilot is accommodated at Tanjung 
Pang but drives by car to the bauxite terminal and takes a launch from 
tere to the vessel. He may not board upon arrival of vessel if the tide 
sunsuitable for berthing, as the ebb tide can reach 8 knots in Selat 
(jang. There are 3 tugs available which are small, but quite adequate 
‘or berthing. The vessel proceeds past the berth then turns so as to 
verth starboard-side alongside. Moorings consist of 6 headlines, 1 breast 
ine and 2 springs forward and 3 springs and 6 stern lines aft. Nylon 
ines are in position and can be hired as needed from the shore. The 
oading arms are fixed and shifting of the vessel is carried out at slack 
water. 

Communication can be difficult at times. Tanjung Uban functions for 
'Sminutes in the hour and is not normally raised until day of arrival. All 
uables are sent through radio “PKI” Jakarta and seem to arrive at their 
sstination. If possible despatch 3 copies of the Crew List to the port in 
advance as this speeds up clearance on arrival. 


AGENCY: 

Seneral Agents: PT. Pelayaran Bahtera Adhiguna. 10-12 Jalan 

‘aibesar Timur, P.O. Box 1313, Jakarta, Indonesia. Cable Address: 

‘dhiguna Jakarta. Telex: Adiguna JKT 42854. Tel: 676547, 672613. 

‘cal Agents (Head Office): PT. Aneka Tambang. Jalan Bungur Besar 

426, Jakarta, Indonesia. Cable Address: Anekatambang Jakarta. 
dex: Antam JKT 49147 Jakarta. Tel: 410108 (hunting system). 

Local Agents at Loading Port: PT. Aneka Tambang, Unit Per-tambangan 

Bauksit, Kijang. Postal Address: Kijang, Tanjung Pinang. Riau, 

Monesia. Cable Address: Perbaki Tanjung Pinang. Telex: 57110 Antam 
|, 45665 Antam IA. Tel: 21177. 

*ssel's Disbursement Account: All vessel's expenses will be charged 

‘he related Principals through the General Agents. 

NTHORITY: Tanjung Pinang Port Authority, Port Administration, 

S\ung Pinang, Riau, Indonesia. Tel: Tanjung Pinang 21153. 

“ntact: Harbour Master. 


‘RUENG RAYA (Malahayati): 05.35 N. 95.31 E. 


INSTAGE: Compulsory. Pilot may be contacted on VHF Channel 12. 
UD RAGE: Vessels anchor in position 05° 36’ 30” N., 95° 30’ 30” E. 
. : Coastal Radio Station PKA-5. 
Tuas oncies: 4,055/5, 165/5,295/6,926 kHz. 
BERTH tugs available. One mooring boat of 99 h.p. available. 
Stra ING: Length of wharf 100 m. Depth alongside 6.0 m. 
Fork 9: Godown with capacity of 2,000 tons. 
UNE: 4x2 tons — 5 tons. 
STEVE S: 1x15 ton mobile crane. 
PRES DORES: Available from labour pool U.K.A. 
Pere WATER: Available. 
Ep ‘ Not available. 
RS: No facilities available. 
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KUALA BEUKAH: 04.53 N. 97.57 E. 


LOCATION: The terminal is situated on the East coast of North Sumatra, 
South of Diamond Point, almost due West of Penang Island. 

The loading terminal consists of a five point conventional buoy 
mooring, positioned at Lat. 04° 53’ 08” N., Long. 97° 56’ 51” E. 
PILOTAGE: Not compulsory. 

RESTRICTIONS: Berthing during daylight hours only (preferred time 
0600 hrs. — 1500 hrs.). Unberthing at any time. 
MAX. SIZE: Minimum: 60,000 d.w.t. Maximum: 90,000 d.w.t. 

The operational limit is 102,000 d.w.t., but recommended maximum 
for safety purposes is 90,000 d.w.t. 

RADIO/VHF: Contact Pertamina at Pangkalan Susu (Call Sign “PKB- 
2”) on VHF Channels 9, 16 and 19. 

Vessels can also call via Lhok Seumawa (Call Sign “PKB-20") on 
452 kHz. 

Arrival Notice: ETA should include: 

Name of vessel. 

Nationality. 

Year built. 

Name of owner. 

Name of Master, and nationality. 

Vessel specification. 

TUGS: 21,200 b.h.p. tugs are usually available, and an additional tug 
can be provided if required (due to weather conditions). 

2x 125 h.p. workboats are available for support and transportation. 
TANKERS: Hose: One string of floating hose 280 m. in length and 16 in. 
inside diameter is extended to the tanker. All vessels not having 16 in. 
hose connection must provide their own reducer. 

Stern to Centre Minifold: Maximum 140 m. 

Usual Loadable Quantity: + 215,000 bbls. 

Depth of Water: 57.5 ft. at end of pipeline at low tide. 

Minimum Under Keel Clearance Required: N/A. 

Tidal Range: Maximum tidal range is 7.0 ft. and maximum wave and 
swell is 8.0 ft. 

Storage Capacity: 


Total Capacity: 230,000 bbis. 
Dead Stock: 10,000 bbis. 
Net Working Capacity: 220,000 bbis. 
Loading Rate: 
Average: + 4,500 b.p.h. 
Maximum: 5,000 b.p.h. 
Crude Oil Characteristic: 
Name: Katapa. 


Specific Gravity at 60/60°F: 0.7762. 

API Gravity at 60°F: 50.8. 

Pour Point: Minus 30°F. 

Reid Vapour Pressure at 100°F: 7.4. 

Sulphur Content: 0.06% (weight). 
Inspector: \f required, Buyer shall appoint an independent inspector 
(surveyor) at loadport, acceptable to Seller with costs to be shared 
equally between Buyer and Seller. Quality and quantity is to be 
determined by independent inspector in accordance with good standard 
industry practice, with quantity established as per Bill of Lading at 
loadpoint, and shall be final and binding. 
MEDICAL: Clinic available. 
DENSITY: 1020 — 1025. 
FRESH WATER: Not available. 
FUEL: Not available. 
CONSULS: None. 
REPAIRS: No facilities. 
TIME: GMT plus 7 hours. 
AUTHORITY: Operator: Asamera Oil (Indonesia) Ltd. 


KUALA TANJUNG: 03.22 N. 99.28 E. 


PILOTAGE: Compulsory. Pilotage is arranged by vessel's Agent. 
ANCHORAGE: Vessels anchor in position 03° 23’ 05” N., 99° 28’ E. 
The holding ground in the anchorage is good and consists of clay and 
silty sand. Depth of water 15 m. — 23 m. 
RESTRICTIONS: There are 2 recommended approach routes to the 
port. These routes are 2 miles wide and were surveyed by the Indonesian 
Hydrographic Office in 1979. Minimum depth of water in the area is 
12.2 m. (C.D.). 
No obstructions have been found in the area but many fish traps exist 
on both sides of the approach routes. 
RADIO: All communications are passed via Belawan Coastal Radio 
Station. 
VHF: Channels 16, 14 and 12 available. 
TUGS: 21,300 h.p. 


BERTHING: 
Wharf Length Depth 
(m.) (m.) 
A 200 9.0 
B 150 9.0 
80 5.6 


area of 12,800 sq.m. 

Fork Lifts: 10x3 tons — 5 tons. 

MEDICAL: Hospital facilities available. 
STEVEDORES: Available from labour pool. 
FRESH WATER: Available. 

FUEL: Not available. 

REPAIRS: No facilities available. 
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LABUANTRING BAY (Lembar): 08.44 S. 116.04 E. 


(See Plan) 
AMPENAN: 08.34 S. 116.04 E. 


DOCUMENTS: 

Health Certificate. 

1 Vaccinations List (Yellow Fever, Cholera/Typhus). 

9 Crew Lists. 

7 Passenger Lists (landing/transit). 

4 Lists of Personal Effects. 

7 Ship's Stores Lists. 

2 Cargo Manifests (discharge/transit). 

4 Dangerous Cargo Lists. 

A cones Plan; all to be signed by Ship's Master and/or Chief Officer. 
APPROACHES: When approaching Ampenan, harbour is marked by 
light tower. Excellent holding ground in about 16 m. 

PILOTAGE: When Pilot required, vessel must request via Agent or via 
Ampenan Radio at least 24 hours before arrival. Pilot service will then 
be | pest by Harbour Master from Ampenan to Labuantring Bay. 
ANCHORAGE: Overseas vessels not familiar with Labuantring Bay, 
normally call Ampenan and await particular information and/or Pilot to 
enter Labuantring Bay (outer buoy). Good holding ground in about 16 m. 
Vessels with a draft of more than 6 m. must keep clear from channel to 
inner harbour. Navigating in channel without Pilot may cause difficulties; 
channel equipped with buoys, depth approx. 7 m. 

RESTRICTIONS: Vessel may enter Ampenan and Labuantring Bay 
(outer buoy) day and night. Vessel not visited by port authorities between 
1800 hrs. to 0700 hrs. (local time), exceptional cases allowed. Vessels 
are not allowed enter into inner harbour (Labuantring Bay) after sunset. 
HEALTH: Pratique granted by port doctor after boarding vessel. Vessels 
from an infected port have to hoist “Q" flag. If any suspected disease 
or fever on board, necessary inform Agent by cable or via radio station. 
Treatment of crew members for illnesses other than quarantinable 
diseases arranged by Government's practitioners through ship's Agent. 
RADIO: Ampenan Radio. Call sign PKD 9. Freq. 500 kHz and 430 kHz. 
Times GMT: 0000-0100, 0500-0600: except Friday and Saturday: 
0000-0100, 0900-1000. Sunday and holiday closed. 

TUGS: None. 

BERTHING: Length of quay at Labuantring Bay (Lembar) 128 m. Depth 
alongside 6.5m. - 7.5m. Berthing at Ampenan (anchorage) for all 
sizes of vessel. 

CRANES: None. 

STEVEDORES: Ordered by Agent. To enable Agent ordering necessary 
gangs, vessel must give accurate ETA at least 24 hours in advance. 
Working on Sunday and holidays allowed by agreement in exceptional 
cases. 

MEDICAL: Cable or radio before arrival if medical assistance necessary 
on entry. Government's hospital facilities available. Yellow Fever 
Certificates inspected on arrival. 

TANKERS: Berthing at Ampenan. 

FRESH WATER: Available. 

FUEL: Available in limited quantities. 

CONSULS: None available locally. 

GANGWAY/DECK WATCHMEN: Usually employed during loading and 
discharging operations. 

OPENING/CLOSING HATCHES: Normally carried out by stevedores; 
ship's crew non if required by vessel to do so. 

CERTIFICATES: Registered Tonnage Certificate, Load Line Certificate, 
Safety Radio Certificate, Safety Equipment Certificate, Light dues 
Receipt, ae Certificate, Clearance from previous port, all to be shown 
on arrival. 

CUSTOMS ALLOWANCES: No restrictions. 
supervises opening and resealing of bond. 
CARGO GEAR: Wire and rope-slings, nets and net-slings, lighters all 
supplied by stevedores except rain-tents. No shore cranes available. 
Loading and discharging using ship's derricks. 

AIRPORT: Served by regular airlines to Bali and Java. 

TIME: GMT plus 8 hours. 

HOLIDAYS: 1st January; Independence Day (17th August); Christian, 
Islamic and Balinese holidays as appointed by the Indonesian 
Government. 

eatin LEAVE: Crew allowed ashore; passports required whilst 
ashore. 

IDENTIFICATION CARDS: All crew's passports must be certificated by 
oerkveee Officer on arrival, whereafter to be used as shore passes. 
DELAYS: November to April is the rainy season. High winds and rain 
can affect cargo work. 

WEATHER: November till April rainy season. Quite heavy winds and 
rain can affect cargo work. 

GENERAL: Vessels should not use ship's radio station. Harbour Police 
and Customs’ guards on board during ship's stay in harbour. 


Custom's Officer 


LALANG MARINE TERMINAL: 01.11 N. 102.13 E. 
(See Plan) 


LOCATION: Lalang Marine Terminal is located offshore in Lalang 
Channel on the East Coast of Sumatra, between the island of Padang 
and the mainland of Sumatra, Indonesia. 
The Terminal lies approximately 10 nautical miles in a South Easterly 
direction from Sungai Pakning. 
The Terminal coordinates are: 
Latitude 1° 11’ 22” N. 
Longitude 102° 13’ 03” E. 
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Description: The Terminal consists of a 141,186 tonne Storage 
named “Hudbay Riau”. ) 

The storage barge is secured to a Single Point Oil Loading Sie 
(SPOLS) which enables the storage barge to swing freely to the 
and tidal currents. The storage barge is painted a bright or hy 

The administrative office of the Lalang Terminal is situated aban, 
storage barge. Telephone and telex communication with Hi A 
office in Jakarta is available. There is also the facility of g he 
telephone channel for the whole Lalang field which can connect, 
Jakarta or international number. Use of the communications SYsten, 
allowed only through the export tankers agent with the approval a, 
Rasa thpernondents Normally only important calls of an Urgent nes, 
will allowed. Laboratory facilities are available on the barge for 
testing of crude oil stocks. 

The “Hudbay Riau’ is equipped with four A.O.Smith Pos, 
Displacement Meters for quantity measurement in accordance » 
Indonesian Government Regulations. Each meter has a mayim, 
capacity of 12,500 bbis./hr. 

The overall length of “Hudbay Riau” is 932 ft. The total cru. 
capacity is approximately one million barrels of which 912,000 bay 
can be loaded to an export tanker. 

DOCUMENTS: After the ship is all secured alongside the storage 

or anchored in the anchorage area, the Customs Officer will seas 
stores. If arriving from a foreign port, the agent will prepare the Gen: 
Cargo Declaration Form stating the cargo onboard the tanker » 
attaching the appropriate Shipping Documents. : 

If the tanker is arriving from an Indonesian port, the Port Clears» 
issued at the last Indonesian port will be retained by the Local» 
Authority and the Arrival Clearance at Lalang is granted. 

The Harbour Master submits a Harbour Report Form for the Mas 
to complete. 

The agent prepares the Ship's Documents Check List Form to che 
the validity of each document. 

These documents are: Certificate of Registry, Ship's Constum 
Certificate, Load Line Certificate, Safety Equipment Certificate, Sie 
Radio/Telegraph Certificate, Cargo Gear Certificate and 0» 
Certificate or Derat Exemption Certificate. 

This list is then delivered to the Harbour Master with the follow 
documents attached: Last Port Clearance and Crew List approved) 
the Immigration Officer. 

The Harbour Master issues a Port Clearance at departure, prov 
clearance is also granted by the other governmental authors 
A Panamanian Port Clearance for Panamanian Flag vessels 
required at Lalang Marine Terminal. 

he pine deat Officer requires 2 copies of the Crew List andy 
check the ship's articles and the passports of the crew. When the 
documents are found to be in order, an Arrival Clearance will be mate 
on the Crew List. 
rat ia hi Procedure: Prior to the vessel's departure, the Immigris 

icial requires 6 copies of the Crew List to be marked for “Depart 
rhe ap ay Clearance", and duly signed, they will be distributes: 
follows: 


Master of the vessel 1 copy. 
Harbour Master 1 copy. 
Customs 1 copy. 
Pertamina Agent 1 copy. 
Immigration 2 copies. 


Upon presentation of the Crew List which is signed and marked! 
Departure Immigration Clearance and Customs Clearance, the Harts 
Master will issue the Port Clearance. 

Final Clearance formalities will be carried out aboard the lav 
age the storage barge or in the anchorage area as circumsta 

ictate. 

Before leaving the Terminal Area, the Master should advise® 
Terminal the vessel's ETA at destination through the Comp 
Representative. This is required for onward transmission to the owe 
or charterers. 

ARRIVAL PROCEDURE: 

INDONESIAN GOVERNMENT REGULATIONS ARE STRICT 
ENFORCED. 

In accordance with practice in Indonesian ports, Quara 
Immigration, Pilot and Call Sign flags must be Eran! fos by alll ves? 
approaching the pilot. These signals shall be displayed continuous # 
clearance is granted. 

The signals are as follows: 

Sunrise to sunset: Quarantine flag ‘Q’. 

Sunset to sunrise: Signal lights (red over white). 

The ‘N' flag should be flown until the Immigration Officer boards" 
ship. 

The ‘G’ flag (request for pilot) should be flown until pilot bot? 
Vessels should also fly the Call Sign. 

As soon as the pilot boards, the ‘G’ flag should be replaced 0)" 
‘H’ flag which signifies that the pilot is aboard. 

Indonesian Immigration, Customs and Harbour Master Officials ® 
board the vessel after arrival at Lalang anchorage or terminal. 

Each tanker entering the Port of Lalang must have req 
been granted “Agency Agreement” which is approved by the Directo 
General of Sea Communication. 

At the same time, application is made for Provisional Pratique th 
the Directorate of Quarantine and if granted, a cable advice is 
the Harbour Authorities. 

Port Health Clearance is issued prior to tanker’s arrival and 8 
valid for departure clearance. ) 

If Provisional Pratique is not granted a Port Health Officer 
provided. 

All of the foregoing is arranged through and by the agent. 

Each crew member should be in possession of an Intem#” 
Vaccination Certificate. 

Under normal conditions if a tanker is scheduled to berth on & 
the Company Representative will board such vessel in the vicinity? 
anchorage area. 


rapkers waiting to load shall wait their turn in the recommended 
norage area, and shall maintain radio telephone contact with the 
g on VHF Channel 16 and await Terminal instructions. 
‘we company Representative will act on behalf of the Company to 
sowiedge receipt of tanker’s Notice of Readiness. Such notice will 
ted for a time earlier than: 
< the Master has received the Company Representative onboard 


») rid tanker shall have dropped anchor within the recommended 
anchorage area, and has advised the Terminal the time of 


lal . 
4 won wt) and (b) will be if the tanker is within the anchorage 
awaiting arrival of the Company Representative and has been 
ested by the Terminal not to anchor. 
h this case Notice of Readiness will be accepted from the time the 
‘minal requested the ship not to anchor. i 
The Company reserves the right to decline to berth a specific tanker 
sathe opinion of the Company Representative its condition or facilities 
ye unsafe for berthing or for loading even though the berth may be 
tankers. 
recon of the Lalang Terminal Barge Superintendent or his 
ted alternate to berth or not to berth a vessel shall be final. 
HLOTAGE: Pilotage is compulsory. Request for pilotage assistance 
syst be made at least 6 hours before arrival and the owner's agent 
ays inform the Port Administration (Pilotage Division) of the ship's 
wtoipated arrival 24 hours in advance. 
The position for awaiting pilot embarkation is Eastward from the 
Strait. Morong Pilot Station is positioned at Lat. 01° 56’ 27” N., 
401° 51' 12” E. Morong Strait (Selat Morong) is a narrow channel 
sated between Medang and Rupat Islands. 
INCHORAGE: The anchorage for awaiting the Government Sea Pilot 
departure is 1.5 miles North of the storage barge in a depth of 21.0 m. 
9 ft). 
a ios “Pilotage”’. 
APPROACHES: The approach channel is well marked with lighted radar 
wfecting buoys and beacons (See “Plan”). The Terminal can be 
ached by deep draft vessels by proceeding from the Malacca Strait 
ao the Bengkalis Strait thence following the buoyed channel on a 
Southerly course past the junction of the Rupat Strait thence onwards 
» a South Easterly course to the Terminal, a total distance of 
‘oximately 51 nautical miles. 
RESTRICTIONS/MAX. SIZE: Berthing during daylight only. Unberthing 
# anytime. 
eeaeing minimum draft schedule is recommended for various 
onnage tankers berthing at Lalang Marine Terminal, subject to 
aweement between the Master and the Company Representative, 
spending on prevailing weather conditions. 
D.W.T. Minimum Draft 


From To Forward Aft 
(ft.) (ft.) 

12,000 - 22,000 12 - 20 
22,000 - 32,000 16 - 24 
32,000 - 45,000 18 - 26 
45,000 - 60,000 19 - 27 
60,000 - 100,000 22 - 28 
100,000 - 140,000 24 - 30 


Vessels in excess of 140,000 d.w.t. and 55 ft. departure draft are not 
cepted for loading unless special arrangements with the Marine 
Teminal Manager have previously been agreed. This would only apply 
‘larger vessels loading part cargo and various factors would have to 
® considered, such as length, displacement at departure, departure 
daft and height of tide on arrival and departure date. 

Owners and Masters are advised that the water depth in the 
Tanoeuvring approach area to “Hudbay Riau” is 17 m. (55.77 ft.). When 
*ethed alongside “Hudbay Riau”, water depth is 22.7 m. (74.5 ft.). To 
‘eabove depths a tidal rise averaging 5 ft. at neaps and 8 ft. at springs 
ny be added according to the particular tide. 

Therefore deeply loaded vessels drawing 55 ft. can only depart from 
ieninel using the tidal rise to give adequate under keel depth of 

r. 


‘iso see ‘Anchorage”. 
\GS: There are 2 tugs, each of 3,600 h.p. available to assist export 
“ers during berthing and unberthing operations. Also available are 
‘wall mooring launches to run mooring lines and also to transport 
Hols as required between the storage barge and the export tanker. 
HEALTH: See “Arrival Procedure”. 
AADIOVHF: It is important that incoming tankers advise Lalang Marine 
éminal through “Pertaminaship Jakarta” as General Agent, and copy 
®Hudbay Oil (Malacca Strait) Ltd. 72 hours, 48 hours and 24 hours 

oe estimated time of arrival, giving best estimate of the ship's arrival 
"8 at Morong Pilot Station (Lat. 01° 56’ 27” N., Long. 101° 51’ 12” E.). 
te S of less than 24 hours prior to estimated time of arrival have to 
> Sent by telex to “Pertaminaship” Local Agent in Dumai/Sungai 
ning, Telex No. 56285 or by radio. 

fess: Pertaminaship (see “Agency’). 

. Hudbay Oil (Malacca Strait) Ltd (see “Authority”. 

me to be used for ETA is local time or “Golf” time zone G.M.T. 
*4S7 hours throughout the year. 

first message should include the following information: 

2 Name of tanker and radio call sign. 

3 @mgo requirements. 

De-ballasting time. (Note: If the ship is equipped with a separate 
Permanent ballast system, ability to load crude oil and discharge 
ballast at the same time must be stated). 

Maximum loading rate the ship is able to accept. 

Arrival draft, forward and aft. Estimated departure draft. 
t port of call. 

Confirm that vessel has a clean Bill of Health. 


“SPT 
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8. If there is any sickness on board give whatever information is 

available as to the possible type of sickness. 

9. If inoculation or vaccinations are required. If so advise number 

and type required. 

10. Distance in feet from the bow and the bridge to tankers loading 
manifold. 

11. Size and number of manifold connections. 

If there is any appreciable change in the vessel's ETA the Terminal 
should be advised by cable or telex to Hudbay Oil (Malacca Strait) Ltd. 
as soon as possible. Additionally the Lalang Terminal should be advised 
of changes in ETA through Dumai Radio, who will pass the information 
to the Terminal direct or through the local agent. 

Radio Communication: VHF/FM radio telephone (International Calling 
Channel 16, Frequency 156.800 MHz.). 

Masters are recommended to use this system immediately they are 
within radio range of the Lalang Marine Terminal. Attention to VHF 
communications may be the means of avoiding delay in berthing and 
vessel turn around time. While in the Terminal area the ship's radio will 
be under the sole control of the Terminal Barge Superintendent or his 
designated alternate. 

Masters are reminded that if tankers are requested to anchor to await 
berthing, it is their reponsibility to maintain a constant listening watch 
on Channel 16 to receive Terminal instructions. 

Any delay due to failure to maintain a constant listening watch on 
Channel 16 will be for the ship’s account and will not be included in 
calculation of Lay Time. 

The storage barge is equipped with VHF Marine Channels 6, 9, 12, 
14, 16 Simplex and 19 and 20 Duplex. Subsequent to the Company 
Representative boarding the tanker, intership communication within the 
Terminal area will be by portable handheld UHF radio (frequency 
453.8125 MHz.). This frequency is not for general purpose use unless 
clearance is first obtained from the Barge Superintendent. This is 
required for safety reasons. 

hould for any reason communications between a loading tanker and 
the storage barge breakdown, the tanker should make the emergency 
signal (i.e. a series of continuous blasts on the ship’s whistle or siren). 
Upon hearing this signal from a loading tanker, the storage barge will 
immediately stop loading to the export tanker. Loading will not again be 
commenced until communications have been re-established. 
High Frequency Single Side Band Radio Telephone: A voice message 
from incoming tankers may be relayed to Lalang Terminal through Dumai 
Radio. Masters should request the Coastal Radio Station to relay the 
necessary information to Lalang Terminal through Lalang Base Camp 
or the local agent. 

Alternatively, a message may be passed to Hudbay Oil (Malacca 
Strait) Ltd. through the Pertamina Coastal Radio Station at Jakarta for 
onward transmission to Lalang Marine Terminal. Masters should request 
the information be relayed to Hudbay Oil (Malacca Strait) Ltd. by 
telephone, the number being 5780707. 

Information on the Radio Station at Dumai (PKP) and Pertamina Radio 
Station at Jakarta (PKI-2) follows. Attention is drawn to the fact that 
information for Sungai Pakning passes via Dumai Radio Station, 
however voice contact with Sungai Pakning (PKP-5) through VHF is 
direct. 


JAKARTA 
HF/MF: 
Name of Coastal Station: Jakarta Radio. 
Call Sign: PKI-2. 
Owned and operated by: Pertamina. 
Nature: CR. 
Power: 1 kW. 
Antenna position: Lat. 6° 08’ S., Long. 106° 50’ E. 
Carrier Frequency Class Hours of Service 
(kHz.) (kHz.) G.M.T.) 
Coastal Station Ship Station 
452/500 500° Ai -A2 H24 
8626 8363.2 — 8364.8 Al 0200 — 0400/1000 — 1200 
0500 — 0600/1400 — 1600 
0700 — 0800/1700 — 2000 
12980 12544.8 — 12547.2 Al 0100 — 0200/1200 — 1400 


12559.2 — 12560.4 


4419.4 4125° A3A — A3J 0500 — 0600/0800 — 0900 
4425.6 4131.2 1600 — 1800/2200 - 2400 
6512.6 6206.2 A3A — A3J 0000 — 0100/1200 — 1400 
0300 — 0400/1800 — 2000 
0600 — 0700 
8759.2 8235.3 A3A — A3J 0100 — 0300/1100 — 1200 
0400 — 0500/1500 — 1600 
0700 — 0800 
VHF: 
Name of Coastal Station: Jakarta Radio. 
Call sign: PKI-2. 
Owned and operated by: Pertamina. 
Power: 50 W. 
Channel Transmitting Frequenc: Nature Hours of Service 
(MHz.) (MHz.) (G.M.T.) 
Coastal Station Ship Station 
9 156.45 156.45 CR 
16° 156.80 156.80 CR H24 
19 161.55 156.95 CR 


* — Frequencies followed by an asterisk are ‘Calling Frequencies”. 
DUMAI: 
HF/MF: 
Name of Coastal Station: Dumai Radio. 
Call sign: PKP. 
Owned and operated by: Directorate General of Sea Communications. 
Nature: CP. 
Power: 1 kW/800 W. 
Antenna position: Lat. 1° 39' 45” N., Long. 101° 26’ 56” E. 
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Carrier Frequency Class Hours of Service 
(kHz.) (kHz.) (G.M.T.) 
Coastal Station Ship Station 
448/500 500° Ai —A2 0100 — 0300 
0800 — 0900 
1100 — 1300 
6337 6272.4 — 6273.0 Al 1200 — 1300 
6279.6 — 6280.2 
8457 8363.2 — 8364.0 Al 0100 — 0200 
8372.8 — 8373.6 1300 — 1400 
12682.5 12544.8 -— 12546.0 Al 0230 — 0330 
12559.2 — 12560.4 0630 — 0730 
17184.8 16726.4 — 16728.0 Al 0500 — 0600 
16745.6 — 16747.2 
2182/3180 2182* A3A — A3H — A3J 0130 — 0230 
0700 — 0800 
1100 — 1200 
4357.4 4063 A3A — A3J HX 

6215.5 6215.5° A3A — A3H — A3J 0230 — 0330 
8765.4 8241.5 A3A — A3H — A3J | { 0000 — 0100 
13125.6 12354.8 A3A — A3H — A3J 0800 — 0900 


VHF: 

Name of Coastal Station: Dumai Radio. Call sign: PKP-4. 

Owned and operated by: Pertamina. Power: 50 W. 
Note: If contact cannot be made with Dumai Radio, then vessel should 
immediately contact Singapore Radio, call sign “9VG’' and forward ETA 
message to “Amoseas Singapore RS — 21349”. The communication 
between the vessel and Pilotage Section is on VHF Channel 12. 


Channel Transmitting Frequency Nature Hours of Service 
(MHz.) (MHz.) (G.M.T.) 
Coastal Station Ship Station 
9 156.45 156.45 CR 
16° 156.80 156.80 CR H24 
19 161.55 156.95 CR 


* — Frequencies followed by an asterisk are “Calling Frequencies”. 
SUNGAI PAKNING: 
HF/MF: 
Name of Coastal Station: Via Dumai Radio. 
Call sign: PKP. 
Owned and operated by: Directorate General of Sea Communications. 
Nature: CP. 
Power: 1 kW/800 W. 
Antenna position: Lat. 1° 39’ 45” N., Long. 101° 26’ 56” E. 


Carrier Frequency Class Hours of Service 
(kHz.) (kHz.) (G.M.T.) 
Coastal Station Ship Station 
448/500 500° A1-A2 0100 — 0300 
0800 — 0900 
1100 — 1300 
6337 6272.4 — 6273.0 Al 1200 — 1300 
6279.6 — 6280.2 
8457 8363.2 — 8364.0 Al 0100 — 0200 
8372.8 — 8373.6 1300 — 1400 
12682.5 12544.8 — 12546.0 Al 0230 — 0330 
12559.2 — 12560.4 0630 — 0730 
17184.8 16726.4 — 16728.0 Al 0500 — 0600 
16745.6 — 16747.2 
2182/3180 2182* A3A — A3H — A3J 0130 — 0230 
0700 — 0800 
1100 — 1200 
4357.4 4063 A3A — A3J HX 
6215.5 6215.5* A3A — A3H — A3J 0230 — 0330 
8765.4 8241.5 A3A — A3H — AJ 0000 — 0100 
13125.6 12354.8 A3A — A3H — AJ 0800 — 0900 
VHF: 


Name of Coastal Station: Sungai Pakning Radio. 
Call sign: PKP-5. 
Owned and operated by: Pertamina. 


Power: 50 W. 
Antenna position: Lat. 1° 23’ N., Long. 102° 10’ E. 
Channel Transmitting Frequency Nature Hours of Service 
(MHz.) (MHz.) (G.M.T.) 
Coastal Station Ship Station 
9 156.45 156.45 CR 
16° 156.80 156.80 CR H24 
19 161.55 156.95 CR 


* — Frequencies followed by an asterisk are “Calling Frequencies”. 
BERTHING : 

Mooring/Unmooring: Lalang Marine Terminal will operate 24 hours a 
day, 7 days a week. 

Tankers will normally be berthed during daylight hours, weather and 
other circumstances permitting. In special circumstances, at the sole 
discretion of the Marine Terminal Manager, night time berthing may be 
allowed if all conditions are favourable. Unmooring will be carried out at 
any hour subject to approval of the Barge Superintendent. 

Tankers to be moored or manoeuvred at Lalang Marine Terminal will 
be boarded by the Government Harbour Pilot in Sungai Pakning 
anchorage area. 

All such manoeuvring of ships shall be done only in accordance with 
the advice of the Government Harbour Pilot, subject to the understanding 
that in all cases and circumstances the Master of the tanker being 
manoeuvred shall remain solely responsible on behalf of his vessel's 
owners for the safety and proper manoeuvring of his vessel. 

The ship's Master, or one of his designated and qualified deck officers 
must be on the navigating bridge at all times whilst the vessel is being 
manoeuvred. 

The Company Representative will board the vessel in the vicinity of 
Lalang Terminal anchorage area and report unsatisfactory conditions to 
the Barge Superintendent who may reject the tanker until corrections 
are fully made. All costs accruing therefrom will be for the vessel's 
account. 

Before loading, the tanker’s cargo tanks are to be inspected and if 
suitable for loading oil cargo a notation signed by both the Terminal 
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Representative and vessel's Master to this effect will be Made on 
Company Dry Certificate. ‘ 
The Company Barge Superintendent, or his designated alters 
shall be the sole authority to decide when the port is Closed gy. 
unsuitable weather conditions preventing normal working 

Various combinations of wind, tidal conditions also the size, & 
ballasted trim, and handling qualities of a vessel can effect the eg, 
to berth a vessel at Lalang Marine Terminal. All these factors hay 
be evaluated before a final berthing decision is made. ' 

Delays to vessels using Lalang Marine Terminal due to the pon 
closed because of bad weather conditions shall not be Computes 
used Lay Time when compiling vessel's turn around time. : 

Request for the Terminal to stop the flow of cargo at a pr: 
tonnage must be in writing. The request must include the Statement, 
the ship's Master that The Company will not be held responsible fg » 
error and that in case of the vessel being overloaded the ©XCESs cap 
cannot be pumped back to the storage barge. The ship's Masie, 
also be held responsible for any spills caused by this request. 

The ship's Master is responsible to ensure that no communications 
radio telegraphy is allowed within the Terminal area. 

Unauthorised radio communications will be cause for cessation 
operations, except clearing of the berth, and the vessel's Notig, 
Readiness will be immediately nullified. : 

The Master of each tanker will be Capo a copy of the “Conditions, 
Use of Lalang Marine Terminal” which he will be required to sign be 
the vessel proceeds to berth. 

The vessel's personnel are responsible for the safety of the veg 
and must take all necessary precautions, whether or not so advises, 
the Company Representative, having in mind the hazards of » 
operation because of the products being handled, weather condi» 
and any other circumstances requiring special care or caution. 

Ships are requested to have a pilot ladder safely and securely roy 
ready for immediate use, and long enough to reach the Comps, 
Representative’s launch. 

A combination of pilot ladder and ship's accommodation ladder » 
arranged that the personnel can first use the pilot ladder until pan». 
up the vessel's side, and then transfer to the accommodation ladd, 
recommended, especially on very large tankers. This should be on} 
tanker’s starboard side. A light line should be ready to take aboard) 
Company Representative’s equipment. 

Tankers will provide a broad lee for the Company Representative te 
when boarding and leaving the ship. Adequate explosion proof lighy 
at night must be provided near the pilot ladder and manifold connec 
area. During loading overside lighting must be provided in the vio 
of the sea valves. 

During a tanker’s stay alongside the storage barge, emergency tow 
wires shall at all times be hung over the ship's stern on each quane: 
the vessel and on each bow. These wires shall be secured on} 
bollards inboard to enable the vessel to be towed away should the nw 
arise. They must be tended throughout to keep the eye of the wires 
more than 2 ft. above the water. 

Before any crude oil is loaded all ship's scuppers on the main dea 
must be plugged and cemented oil tight. Approved mechanical mea 
of closing scuppers may be accepted. 

It is absolutely essential that extremely careful supervision? 
exercised by officers of all tankers while loading operations ae: 
progress. A responsible ship’s officer is required to be on # 
continuously while the tanker is being loaded. He will be assisted byt 
adequate number of ship's personnel in these operations. 

It is the responsibility of the vessel to ensure that all mooring 
are properly tended on loading tankers. The Company Represeniait 
at any time may direct additional ship's lines to be put out, or req 
the moorings to be adjusted as he thinks necessary. At all times suffor 
crew must be available to carry out, under the supervision 0) 
responsible officer, instructions given by the Company Representa 

Master's of loading tankers are advised that raising, lowe” 
connecting and disconnecting of oil loading hoses as well as other W 
and duties onboard ship connected with the loading of cargo! 
maintaining mooring lines in a correct manner will be performed by® 
ship's crew, directed by a responsible officer as required by 
Company Representative. Loading of crude oil tankers is thoy 
2 strings of 12 in. |.D. hoses with 150 ASA flange rating. The weigt! 
each hose is approximately 1 ton. All tankers loading crude oil at Laz 
Marine Terminal must be able to connect their manifolds to the 12! 
hoses. Masters are reminded that it is the ship's responsibility to po” 
reducers to make the connection, if the ship's manifold is not !2 
Preparations for Mooring: Preparations for mooring will be advise? 
the Terminal through VHF communication prior to tanker's arrival ? 
the Company Representative before the mooring operation comme 

Crude oil tankers are required to have ready: ‘ 

1. On the port side: A derrick of at least 10 tons safe working ® 
rigged, and ready to pick up the hose connecting gear. The" 
will subsequently be used for raising, connecting, disconne™ 
and lowering loading hoses. There is a crane and a de" 
available on the storage barge, sited near the loading 
which are available to assist the export tanker with co 
and disconnecting loading hoses. 

2. Forward: 6 good mooring lines. 

2 good spring wires. 
Heaving lines, stoppers, etc. 
Aft: Same as forward. 

When in position the moorings will be as follows: 
Forward: 

5 head lines, one of which is from the storage barge. 

2 breast lines. 


2 springs leading aft. 
Aft: 


5 stern lines, one of which is from the storage barge. 
2 breast lines. 
2 springs leading forward. 


__. tanker Gear and Equipment: A ship may be rejected if upon 
ager one or more of the following is noted: It is not properly 
eapecto ped, it is not suitably manned, its tanks are not suitable for cargo, 


irty. 

Soy ts dt be 4 persons forward and 4 persons aft during mooring 
yamooring operations. a 
wv esol is suitably manned if it has a full complement of qualified 

and crew, all of whom are in a sober condition, competent and 

* to carry out their duties and orders. ; 
an must be equipped with a good working propulsion unit as 
the appropriate survey society. Inoperative ships or partly 
ev erative ships will be rejected. Should a ship become inoperative 
nig berthed alongside the storage barge it will be removed at the ship's 


No repairs to main engines or other essential equipment or machinery 
ray De carried out while alongside the storage barge, unless with the 
ssion of the Barge Superintendent or his designated alternate. 
“de oll tankers must be able to lift the export hoses from the storage 
sme to connect with the ship's manifold by means of its own derricks 
wed using its own crew. Terminal personnel will assist at the discretion 
“ie Barge Superintendent. A vessel must have both bower anchors 
“good working condition. Both bow anchors and anchor cable must be 
4sze and standard to meet either Lloyds or A.B.S. requirements, even 
pough they may in fact be classified by other societies. 3 
ai vessels must have ready on deck suitable stoppers for manila or 
gnthetic lines and wires used for mooring purposes. 
i vessels must have suitable winches or capstans in good working 


wer “ee 

Such winches or capstans must have sufficient power to heave the 
sp to the position required by the Terminal Company Representative. 
cower supply to all deck machinery must be maintained throughout the 
senod the ship is secured alongside the storage barge. Failure to comply 
wh this requirement will result in cessation of loading and delay and 
apense so caused will be for the ship's account. To assist in vessel's 
ymaround, ships should have all necessary gear ready on arrival. Crude 
silankers must have the cargo boom on the port side raised and ready 
tefore the ship is boarded by the Company Representative. 

Vessels which may consider the lifting capacity of their gear to be 
naginal should strengthen their gear accordingly. A common way to 
# s0 is to rig a second topping lift on the boom. Masters of crude oil 
tankers are reminded that the hose connecting operation will normally 
te carried out while the ship is deballasting. 

The cargo derrick required to raise the hose from the storage barge 
must have sufficient length of strong lifting wire rope on the winch drum 
enable the cargo h to reach the deck of the barge and still have 
adequate turns of wire left on the drum to ensure safety. 

LOADING: Crude oil tankers are loaded through 2 strings of 12 in. |.D. 
cago hoses. All crude oil tankers not having 12 in. hose connections 
snould provide their own reducers ready on the manifold prior to the 
ship's arrival so as to avoid delay in the hose connecting operation. The 
maximum loading rate at Lalang Terminal is 37,500 bbis./hr., while the 
mnimum rate is 15,000 bblis./hr. Any tanker unable to receive crude oil 
athe above rate may be rejected or may lose its turn to load to avoid 
telay to other tankers waiting to load. In order to save time as well as 
‘make the berth available to others, it is requested that ships receive 
sude oil as fast as it can be delivered with due regard for safety. Masters 
ue reminded that for safety reasons it is advisable to have the ship half 
caded as quickly as possible. Rate can be reduced for topping-off tanks. 
octh ooo by the ship to stop, cessation of crude oil flow is almost 
mmediate. 
General Characteristics of Lalang Crude Oil: 
60° 


§P| Gravity at F 39.2 

Kinematic Viscosity at 100°F cSt 17.50 
122°F cSt 0.09 
140°F cSt 5.35 

Pour Point °F 90 

Suphur Content wt% 0.11 

‘sh Content wt% 0.003 

Sat Content as NaCl wt% 0.0005 

anradson Carbon Residue wt% 1.32 

*sd Vapour Pressure at 100°F__psi 2.5 


90 Documentation: Documents such as Bills of Lading, Quality 
*tficate, Quantity Certificate, Dry Certificate, Ullage Certificate, Time 
sading Report, Certificate of Origin, Cargo Manifest and Master's 
“xelpt for Documents/Samples, etc. are prepared at Lalang Marine 
‘minal. When the tanker has been loaded, the documents will be 
*mpleted and be taken aboard the tanker for the Master's signature. 
: Signing of these documents by the Master will take place at the same 
n¢ final Departure Clearance formalities are being carried out. 
Notes of Protest if any, should be handed to the Company 
®sentative for further delivery to Hudbay Oil (Malacca Strait) Ltd., 
“karla. Please note that the Company Representative will acknowledge 
a. of the Note of Protest only, and is not authorised to accept such 


SALLAST: Owners and Masters are responsible to observe 

memational Convention Laws and Indonesian Government Regulations 
°eming pollution of the sea, having particular regard to avoid 
P Caused by dirty ballast discharge. 
facilities are available for disposal of dirty ballast. 

las Categories of pollution include oily water from bilges, crude 

a ue from previous voyages, or any other matter that may result in 
tion of the sea. Any fines imposed shall be for ship’s account. 

Lak Soon as practical after arrival, all tankers will be inspected by a 

' my Marine Terminal official for dirty ballast. During discharge of 

S\, similar inspections will continue. 

-.-“!dence of oil appears at any of these inspections, the ship will be 

Pa and will not be accepted again until satisfactory evidence is 
; “ed that such ballast was disposed of in a proper manner. If, 

sip spection, or during progress of loading, it is revealed that the 

~ Onder are not tight, or that oil is leaking from the ship, the ship 
¥ 0€ rejected or refused further loading. 


— 
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If the ship's tanks are found to be leaking, it will not be accepted for 
loading unless satisfactory evidence of repair duly certified by Lloyd's 
or A.B.S. surveyors, or other recognised surveyors is submitted. It is the 
responsibility of the ship's Master to see that no oil of any kind is pumped 
or spilled overboard from his ship. Drip pans, sawdust, dispersant, etc. 
should be used at all times, especially when disconnecting hoses in 
order to avoid any spillage of oil overboard. 

Any tanker rejected because of dirty ballast or sea pollution will 
automatically nullify its Notice of Readiness and will lose any priority of 
position for loading. 

A tanker must have sufficient ballast for safe handling, having due 
regard to existing weather and sea conditions. Through a careful watch 
of the weather and sea conditions, frequent exchange of information 
between ship and Terminal, and by a knowledge of the behaviour of his 
own ship, a ship's Master may come to the Terminal with minimum safe 
ballast and thus lessen any possibility of infringement of sea pollution 
regulations. 

In addition to the lights usually displayed, vessels discharging ballast 
or loading cargo during darkness will brilliantly illuminate the sea around 
the ship, so that any pollution will be noticeable. 

Tankers equipped with a separate system of ballast tanks will be 
allowed to discharge ballast and load oil simultaneously, providing 
approval is first obtained from the Company Barge Superintendent or 
his alternate. 

Most responsible shipowners have adopted a system of tank cleaning 
using circulatory methods of transfer of tank washings onboard ship and 
treating these washings with chemicals. The result is that no oil is 
discharged into the sea and the oil separated is collected in s slop tank. 
With the written permission of lifting companies, the Terminal will load 
on top of such slops. This system is highly recommended to avoid 
pollution of the rivers and seas. 

Masters are required to certify in writing the quantity of slops remaining 
on board (if any). If they intend to load crude oil on top of the slops, it 
must be clearly stated. The Company Representative will confirm the 
amount stated in writing, by ullaging and checking the calculations of 
the slops to ensure the amount declared is correct. Provided agreement 
is reached on the amount of slops, the Company Representative will 
confirm the amount of slops on the Dry Certificate. 

Note: A separate “Slop Certificate” signed by the Chief Officer and 
witnessed by the Company Representative is required to 
substantiate calculations. 

Masters are Warned that Inspection of Ballast is Strict. 

If, at any time an overflow of crude oil occurs, loading will be 
suspended immediately and not be resumed until the oil is cleaned up 
and removed from the decks of the vessel and/or from the surface of 
the sea, and any damage is repaired and no further danger exists. It is 
stressed that during the loading operations, the Lalang Cargo Controller 
will immediately slow down the loading rate on receipt of a request for 
same from the ship's deck officer in charge of loading. 

All spillages of oil must be reported immediately to the Lalang Barge 
Superintendent, or his alternate, and subsequently a detailed report in 
writing submitted by the Master of the vessel concerned giving all 
relevant details. Failure of the Master to provide a full report may cause 
delay in obtaining the ship's Outward Clearance. Costs caused by such 
delay will be for the ship’s account. 

It is emphasised that there are absolutely no facilities for dealing with 
dirty ballast at Lalang Marine Terminal. Also that the geographical 
position of the terminal in the middle of the Lalang Strait, near the town 
of Sungai Pakning, surrounded by many small fishing villages causes 
supervision of adherence to oil pollution regulations to be very strict. 
Masters are warned accordingly to arrive with clean ballast. 


MEDICAL: No clinic is available. There is a doctor based in Sungai 
Pakning to render emergency medical aid to all in the Lalang Field. In 
serious cases of illness the doctor will endeavour to assist. In a life or 
death situation all possible efforts will be made to assist the ship, 
however, where possible sick crew members should be disembarked in 
Singapore prior to proceeding to Lalang or as circumstances dictate, 
after departure from Lalang Marine Terminal. 


DENSITY: 1012 — 1020. 

FRESH WATER: Not available. 

FUEL: No bunkers are available at Lalang Marine Terminal. If obtained 
from an outside source, no bunkering is permitted when the tanker is 
berthed alongside the storage barge, or in the Terminal area. 
CONSULS: None. 

CUSTOMS ALLOWANCES: Cigarettes, cigars, tobacco, matches, 
spirits, wine, beer, perfume, arms, ammunition and possibly other items 
have to be locked up under Customs seal from time of arrival of ship in 
port until time of leaving territorial waters. 

Each person is allowed to bring in 200 cigarettes or the equivalent in 
grams of tobacco or cigars. Special allowances are made for the Master 
under special circumstances. 

REPATRIATION: No crew changes allowed. 

If an emergency and for humanitarian reasons exceptions to the 
foregoing may be permitted. All expenses incurred will be for the ship's 
account. 

TIME: GMT plus 7 hours throughout the year. 
SHORE LEAVE: Not allowed. 

GENERAL: 

Charts: 

1. Indonesian Hydrographic Office Charts No. 12, 14, 18 and 24. 

2. British Admiralty Charts No. 3933 and 3947. 

3. U.S. Hydrographic office Charts No. 71260 and 71261. 

Sailing Directions: 

U.S. Hydrographic Office Publication 162 “Sailing Directions for the 
Malacca Strait and Sumatra”. 

B.A. Publication “Indonesia Pilot Vol. 1, First Edition 1975”. 

Each vessel proceeding to Lalang Marine Terminal should obtain the 
latest charts, sailing directions and hydrographic bulletins for the area. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engl 


Language: The languages of the Terminal are Indonesian and English. 
Visitors: Only authorised personnel or visitors are permitted on the 
storage barge and/or export tanker. 

Crude Oil Testing: The crude oil testing laboratory is equipped to perform 
the following tests: A.P.1. Gravity, B.S.& W., Pour Point and R.V.P. 
Indonesian Flag: During daylight hours the Indonesian flag must be 
flown throughout the vessel's stay in port. 

Agency: Pertamina Directorate of Shipping and Telecommunications, 
Jakarta handle all agency matters for tankers (See “Agency”). 
Mail/Spares: Mail for personnel on incoming tankers may be sent to the 
Company's Jakarta office for delivery to the tanker. Mail which arrives 
after a tanker has left will be handed over to the ship’s agent. The 
Company cannot and will not accept any responsibility for such mail. It 
must be clearly understood that spare parts and other materials will not 
be accepted for delivery to tankers, except in severe emergency 
situations and by prior arrangement with the Company Marine Terminal 
Manager in Jakarta. All costs for transport and other services connected 
with delivery of the parts or materials will be for ship's account. Owners 
and Masters are warned that such charges are “high”. 


WEATHER: Bad weather is rare, during the rainy season a morning 
mist sometimes restricts visibility. The mist normally clears away about 
four hours after sunrise. Otherwise visibility is good, except in very heavy 
rain squalls. The average temperature is slightly below 80°F. The range 
in an average year is only 30°, between about 65°, and 95°. The daily 
range is from 15° to 20°. The humidity is high (70% to 90%). 

The rainfall is Hesey with a yearly gfe from 80 in. to 100 in. The 

wettest months are October to January. There are two comparatively 
dry seasons, February and March and also June, July and August. The 
most intense rainfalls are in the afternoon but these heavy downpours 
are mostly of short duration. In the N.E. Monsoon the duration of the 
rain is more evenly spread over the 24 hours than during the rest of the 
year when rain is most likely to occur in the evening and at night. 
Winds: The N.E. Monsoon is never very steady but is most constant in 
January when from 21% to 40% of the winds are Northeasterly. In 
November and December Northwesterly winds are most frequent. In 
February the most frequent winds are North East. The S.W. Monsoon 
begins in late May or early June. From June to September winds in the 
Straits are mainly Southeasterly but are not steady. Squalls known as 
“Sumatras” occur off the coast from June to September, most frequent 
between 2200 hrs. and 0200 hrs. 
Tidal Current: The average range of spring tides is approximately 8 ft. 
and the range of neap tides is approximately 5.5 ft. The lowest L.W. 
recorded was 1.6 ft. above chart datum, the highest H.W. recorded was 
6.1 ft. above chart datum. 

The current flow follows the natural deep water channel very closely. 
The current at Lalang Terminal floods in a Southerly direction at a 
maximum rate of 4.5 knots and ebbs in a Northerly direction at a 
maximum rate of 3.0 knots. Vessels will normally be berthed stemming 
the current flow on the starboard side of the storage barge. 


NOMINATIONS: Tanker nominations for lifting of Lalang Crude Oil are 
coordinated through; 

Lasmo Malacca Ltd., c/o Lasmo plc, 100 Liverpool Street, London, 
EC2M 2BB. Telex: 8812970 lasmo g, 8956566 lasmo g. Fax: 071 606- 
2893, and; 

Hudbay Oil (Malacca Strait) Ltd., Landmark Centre, JI. Jend. Sudirman 
No. 1, Jakarta 12910, Indonesia. Telex: 45218 homsl ia, 46055 hudbay 
jkt, 45223 hudbay ia, 47443 homsl jkt. Fax: 578-1004. 

All crude oil sales and tanker chartering are arranged by the following 
parties in each of their respective locations, namely Pertamina, The 
British Petroleum Company pic, The London & Scottish Marine Oil pic, 
Arco International Oil & Gas Co., Pan Ocean Oil Corporation, Kondur 
Ho regal S.A., Home Petroleum Corporation and TCPL Resources 

imited. 

Tanker scheduling is coordinated for all of the parties through Lasmo 
Malacca Limited, London and arranged through Hudbay Oil (Malacca 
Strait) Ltd., Jakarta. 

Principal Offices: 

Pertamina Head Office, JI. Medan Merdeka Timur 1A, Jakarta Pusat, 
Indonesia. 

BP Petroleum Development (Malacca Strait) Ltd., c/o The British 
Petroleum Company plc, Britannic House, Moor Lane, London 
EC2Y 9BU, England. 

Lasmo Malacca Ltd., c/o London and Scottish Marine Oil plc, 
100 Liverpool Street, London EC2M 2BB, England. 

Atlantic Richfield Indonesia, Inc., Panin Bank Building, 7th Floor, 
Jl. Jend. Sudirman — Senayan, Jakarta, Indonesia. P.O.Box 63/Jkt. 

Pan Ocean Oil Corporation, c/o Marathon International Oil Co., 
eet Tower, Room 3626, 5555 San Filipe, Houston, Texas 77056, 

Kondur Petroleum, S.A., c/o Ingram Production Company, 4304 
Harding Road, Nashville, Tennessee 37205, U.S.A. 

Home Oil Malacca Strait Ltd., c/o Home Oil Company Limited, 1700 
pete Oil Tower, 324 Eight Avenue, S.W., Calgary, Alberta T2P 2Z5, 

anada. 

TCR Malac AG, c/o T.C.P.L. Resources Ltd., Suite 3700, Bow Valley 
Square 4, 250 Sixth Avenue, S.W., Calgary, Alberta, Canada, T2P 3H7. 

Hudbay Oil (Malacca Strait) Ltd., Landmark Centre, Jl. Jend. 
Sudirman No. 1, Jakarta 12910, P.O.Box 3415 Jkt, Indonesia. 


AGENCY: Procedure for Appointing Agent: 

General Agent: Indonesian Government Regulations require that 
Pertamina Directorate of Shipping and Telecommunications be 
appointed General Agent for all tankers proceeding to load in Indonesia. 
Address: Pertamina Directorate of Shipping and Telecommunication, 
Attention: Agency Department, 19th Floor, Pertamina Building, 
Jl. Medan Merdeka Timur 1A, Jakarta, Indonesia. Cable address: 
Pertaminaship IA. Telex: 44450, 45348. Tel: 343 806, 303 3356, 303 
3307, 303 3305. Fax: 343 781. 
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For vessels arriving for the first time in Indonesian waters, OWne 
charterers are required to appoint Pertamina Directorate of Shin, 
and Telecommunication Agency Department as general agent tp 
the vessel at Lalang Marine Terminal by Letter of Appointment * 
Letter of Appointment must be sent at least 2 weeks prior to the veg 
arrival. The above applies also to vessels which may have c! 

name and vessels for whom the Letter of Appointment has te 
When issuing the Letter of Appointment, owners or charterers Can ate, 
a list of vessels under their management/control which are 

to operate in Indonesian waters. In such cases, the single , 
Appointment will be valid for all ships named in the letter. Letter, 
Appointment have a validity of one year, after which they Mug 
renewed. Each tanker entering Lalang Marine Terminal Must te 
requested and been granted an entry or agency permit prior to its amy 

It is vital that the general agent receives the following in 
2 weeks before the vessel's arrival, to enable the necessary perms, 
be obtained from the Government Directorate General of & 
Communications: 

(1) Name and full address of Owner. 

(2) Name of Tanker and Call Sign. 

(3) Deadweight tonnage and length overall. 

(4) Flag and Port of Registry. 

(5) Certificate of Registration number. 

(6) Name of Master. 

(7) Number of crew. 

(8) ETA at Morong Pilot Station (Lat. 

101°.61'-12%,E,): 

(9) Last port of call. 

(10) Intended Indonesian ports of call. 

(11) Destination after loading. 

(12) Quantity and type of crude oil to be loaded. 

Advance Payment: “Pertamina Directorate of Shipping » 
Telecommunications” will acknowledge receipt of telex or ca 
appointment and will request an advance deposit wepeneny on thes 
of the vessel to cover “Port Charges”. In addition a sum of U.S.$5,) 
is to be paid as advance payment for Freight Tax. 

Advance payment for Government and port charges should be » 
to: Pertamina Agency, (Account No. 11.51.006.000.0005), Bank Nege 
Indonesia, Cabang Gambir, JI. Kebon Sirih 77A, Jakarta, Indonesia 

To facilitate handling preparation, owners/charterers are require; 
telex “Pertamina Directorate of Shipping and Telecommunicaty 
advising Telegraphic Transfer (T.T.) number, the name of the vessel 
which the T.T. is made and the Indonesian Ports of call. Telex num 
are 44450 and 45348. In those instances where advance payne 
exceeds the actual port charges and disbursements the balance wi) 
credited to the owners/charterers accounts or remitted by the 

Neither Pertamina nor Hudbay Oil (Malacca Strait) Ltd. wil) 

responsible for demurrage, expenses or other charges resulting ty 
failure to pre-arrange obligations in this manner. 
AUTHORITY: Operator: Hudbay Oil (Malacca Strait) Ltd., Landne 
Building, JI. Jend. Sudirman 1, P.O.Box 3415, Jakarta, Indones 
Tel: 587381, 584001. Telex: 45218 homsl-la, 46055 homs: 
Fax: 578-1004. 
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LAWI LAWI (Sepinggan): 01.27 S. 116.46 E. 
(See Pla 


LOCATION: The Shore Terminal is situated approximately three m= 
inshore on the East coast of Kalimantan, Indonesia, in the Makas* 
Strait. It is about 12 miles South of Balikpapan. 

The Single Buoy Mooring is approximately 5.75 miles offshore 
position 01° 27’ 30.1” S., 116° 45’ 37.1" E. in 22m. of water.” 
submarine line to the SBM sea bed manifold is 30 in. diameter. A do 
string of 20 in. diameter flexible submarine rubber hoses joins the # 
bed manifold to the SBM (Tanker rail to ship's manifold is 12 in.) 
DOCUMENTS: If arriving from a foreign port the following docume 
may be required for granting pratique: 

Certificate of Registry. 

Construction Certificate. 

Load Line Certificate. 

Safety Equipment Certificate. 

Safety Radio/Telephone/Telegraph Certificate. 

Exemption Certificate. 

Cargo Certificate. 

Derat Certificate. 

Also required will be last Port Clearance and Crew List. 

Crude oil loading documents will be prepared at the Law 
Terminal and when the vessel has been loaded the documents ¥"" 
completed and final clearance formalities will be carried out on doe 
Flag Dispensation: Each tanker entering the Lawi Lawi Terminal ™ 
have requested and been granted Flag Dispensation prior to its #™ 
At the same time application should be made for Provisional Pre 
through the Directorate of Quarantine and if granted a cable adv 
sent to the Harbour Authorities. Port Health clearance is issued p™ 
the tankers arrival and is also valid for departure. If Provisional Pr 
is not granted a Port Health Officer will be provided. All of the fore” 
is arranged through and by the Agent. 

PILOTAGE: A Mooring Master will board the vessel in the anct® 
area and advise the Master on all manoeuvres relative to berthing® 
unberthing and connecting the hoses. 

Vessels are requested to make a lee and have a pilot lade o 
enough to reach the Mooring Master's launch. At night adequate if" 
should be provided. Ships with more than 30 ft. freeboard shoul 
pilot ladder to a position 3 ft. above the water and an accommo, 
ladder so rigged that the Pilot can transfer from the pilot laddet ® 
accommodation ladder once he is clear of the pilot boat. 


SS: Procedure when berth available on arrival: A vessel for 
“sa berth is available on arrival will be boarded by a Mooring Master 
anchorage area and providing that the vessel is in all respects 
to commence loading/discharging (except for the necessary 
wt) ng) the Notice of Readiness will be accepted at the time of the 
Master boarding. : 
vessel is not in all respects ready to proceed to the berth, with 
agin engines fully manoeuverable, mooring ropes on deck, windlasses, 
etc. in good working order, Notice of Readiness will not be 
‘cepted until the Mooring Master is satisfied that all these conditions 
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ne when instructed to anchor on arrival: A vessel which has 
seen instructed by Lawi Lawi Port Control to anchor on arrival should, 
ter doing SO, inform Port Control of the precise arrival time. According 

» tne practice of the port, acceptance of the Notice of Readiness will 
sede with this arrival time, providing: 

ia) that it is within the hours of daylight-deemed to be from 0600 
sours, local time to 1800 hours, local time. 

») that it is not a Public Holiday or Sunday, unless the vessel is 
scually handled on that day. 

(c) thatthe portis open. 

id) that vessel's arrival is within her accepted date range. ; 

An exception to clause (a) above, is when conditions allow night 
sething, in which case the vessel will be accepted when the Mooring 
yaster boards, or, should the vessel have been at anchor, when the 
schor is aweigh, providing that the Mooring Master is then on board. 

in addition to clause (a), (b) and (c), above, vessels will not be 

ed when arriving at an unreasonable time ahead of their last 
sgnalled estimated time of arrival. It is not the practice of the port to 
eep pilots (Mooring Masters) on station in the anchorage. 

Notwithstanding anything in the foregoing, Notice of Readiness will 
not be accepted at a time when it is not the practice of the port to 
accept it. 

Delay due to excessive deballasting: Delays in commencement of 
vading due to deballasting in excess of 6 hours will be deducted from 
the laytime. 

poopie time: It is stressed that vessels must advise Port Control 
of their exact arrival time, as failure to do so may lead to loss of their 
terthing turn. 

lay Time: Lay time will be calculated as outlined in the Crude Off-Take 
Procedure, Lawi Lawi Terminal. 

Conditions of use of port: The Master of each tanker will be given a 
copy of the “Conditions of use of Port of Lawi Lawi Terminal” which he 
wil be asked to sign before the Company mooring and connecting 
equipment is hoisted on board and before any manoeuvre is commenced 
under the Mooring Master's advice. 


RADIO: Advice of arrival: 72 hours prior to arrival at the Terminal, 
vessels should advise Union Oil of their ETA’s by cable sent via 
Pertamina” Coastal Radio Station at Balikpapan. They should also 
confirm or amend them when they are 48 hours and again when 
2hours, distant from the terminal. 
Pertamina cable address: 

Pertamina Ship Balikpapan 
Perlamina Coastal Radio Stations: 

Name of Station — Balikpapan Radio 


Call Sign — PKN 2 
Frequency — Keeps watch on 2182 kHz A3 
Answers on: 4415 kHz A3 
6520 kHz A3 
Class — A3H — A3J 
Power — 500 Watt 
Service — 24 Hours 
Location — Lat. 01° 16’ S. 
— Long. 116° 50’ E. 


ETA messages sent to PKN2 should be addressed: 
Pertamina Lawe — Lawe Terminal = 
Message = 
Master + 
aoe as no direct contact exists with PKN2 ships will send ETA’s 


lawe — Lawe Radio (PKN 28) with power of 20 Watts on VHF 
channels 16, 9 and 19. 
Name of Station — Jakarta Radio 
all Sign — PKi2 

Frequencies — 500 kHz (operates on 452 kHz) 

— 2182 kHz answers on: 4178; 4280.5; 
4363; 4410; 6457.5; 6520; 6516 kHz 

— 8 MHz (operates on 8628 kHz) 


Class — A1 500 kHz 
A3 2182 kHz 
bs A1 8 MHz 
ower —  1KW 500 kHz 
500 W 2182 kHz 
; 1KW ~~ 8MHz 
Service — 500 kHz H24 
2182 kHz 0400-0500 GMT 
0700-0800 
1000-1100 
1500-1600 
2000-2100 
2300-2400 
8 MHz 0100-0300 GMT 
0500-0600 
0900-1000 
1100-1200 
1400-1500 
1730-1900 
2100-2200 


INDONESIA 


Geographical Location: Lat. 06° 08’ 00” S. Long. 106° 50’ 00” E. 
ETA messages sent to PKI2 should be addressed: 
Pertamina Lawe — Lawe Terminal Via PKN2 = 
Message = 
Master + 


Details of cable: 
The following information should be included in the cable: 
Name of vessel and radio call sign. 
. ETA in GMT and date (local time is GMT + 8 hours). 
Cargo requirements or cargo on board. 
Deballast time. 
Maximum loading/discharging rate. 
Vessel's draft on arrival. 
If there is any sickness aboard or clean bill of health. 
Last port of call. 
. Any hull, bulkhead, valve or pipeline leaks on vessel which could 
affect loading or cause pollution. 
. Distance in feet from bow to vessel's loading manifold. 
. Flange dimensions of vessel's manifold connection if not to ANSI 
B16.5, B.S. 1560, Series 150 or equivalent. 
Also see “General” before first port. 
ANCHORAGE: Recommended Anchorage: If vessels are obliged or 
instructed to anchor they must do so in the designated anchorage area. 
On no account is a vessel to anchor North of Latitude 01° 26’ 30” S. or 
West of Longitude 116° 47’ E. The depth of water in the anchorage is 
30 m. The bottom is mud/clay and the holding ground is considered 
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good. 
RESTRICTIONS: Berthing during daylight only, unberthing possible at 
any time. 

Minimum depth 25.0 m. Tidal range 2.2 m 
MAX. SIZE: Minimum Size Tanker Acceptable: The minimum size of 
tanker that can be accepted for loading/discharging at the SBM is 15,000 
d.w.t. and 145 m. LOA. 
Maximum Size Tanker Acceptable: With the presently fitted, mooring 
assembly and hose string length, the maximum size tanker that can be 
loaded at the SBM is 135,000 d.w.t. and 290 m. LOA. 
VHF: Vessels equipped with VHF radio telephone should contact “Lawi 
Lawi Control” direct on the International Maritime Service Channel 16 
(156.80 MHz) when in range to request instructions, working on 
Channel 8. 
Language: The language of the terminal is English and Indonesian. 
BERTHING: Work Crew Service: Mooring and un-mooring, lifting, 
lowering, connecting and disconnecting hoses will be done by ship's 
crew and assisted by a Terminal crew under the direction of the Mooring 
Master. Assistance from the ship's personnel in operating windlasses, 
winches, etc. will be required. Ship’s crew will assist in hose connection/ 
disconnection/mooring/un-mooring and carrying equipment from deck to 
forecastle as required. Any vessel whose crew do not give such 
assistance may be rejected and returned to the anchorage. Costs of 
such a delay would be for the ship's account. 
Mooring: This description is only intended as a general outline and may 
be varied as to the order in which lines are taken up, etc. according to 
the circumstances prevailing at the time of mooring. 
Moorings required from Tanker: The ship must provide and have ready 
the following. Two mooring ropes and one rope messenger line on 
forecastle. 
The Approach: The ship approaches the buoy from down tide and wind, 
taking care to keep the wind right ahead. Adequate ballast must be 
retained on board to ensure that the vessel retains full manoeuvrability 
throughout the approach to the buoy and the actual mooring. 
Bringing Aboard the Mooring Lines: The vessel will be brought to a 
position close to the buoy with the vessel stopped in the water and with 
the buoy fine on the port bow. During the approach to the buoy and 
while mooring, a Terminal work boat will keep the hoses pulled well clear 
to port. Under normal conditions the port rope will be the first taken on 
board. The Mooring Master will advise as to which rope is to be taken 
first and as to which fairlead this will be taken and the actual work of 
mooring will be done by ship's crew. The ship will lower a strong 
messenger line to the mooring boat who will in turn make this fast to 
the approach rope. The approach rope of 10 in. circumference will be 
hove aboard and will in turn be hove on until the chafing chain and open 
links are centred in the fairlead. 
Securing the Mooring Lines: While the approach rope is being hove 
aboard a strong wire strop will be made fast to a set of forecastle bitts. 
To the end of this strop will be fitted a 50 ton shackle and the strop will 
be so made fast that the end and the shackle will be about 5 ft. inboard 
of the fairlead. The approach rope will be hove on until the large link of 
the chafe chain is sufficiently far inboard for it to be connected to the 
strop by the 50 ton shackle. When this is done the approach rope will 
be slacked off until the full weight comes on the strop/chafing chain/ 
buoy rope. The buoy rope is 150 ft. long and is 12 in. circumference 
nylon of plaited construction. 

The approach rope can now be taken to the bitts to act as a preventer. 

The second rope is now taken aboard and made fast in the same 
way. When both the ropes are fast, good ropes or strops, provided by 
ship, can be made fast to the spare links on the chafing chains to back 
up the main mooring if required. 
Fire Wire: A fire wire must be rigged on the starboard side forward and 
on the stern. These must be tended throughout the vessel's stay at SBM 
to ensure that they are kept within 2 to 3 ft. of water. In the case of fire 
the tugs would connect to these wires to pull vessel clear of the SBM. 
Connecting Hoses: When the mooring is completed the work boat 
holding the hoses clear will bring these alongside the ship in way of the 
port side manifold. 
Strops and Shackles: Strops and shackles will be provided by the 
Terminal and put on board as the vessel approaches the buoy. The ship 
must provide 2 mooring ropes at least 8 in. circumference and 
100 fathoms long, a 4 in. circumference messenger line, and 2 rope 
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lashings 4 in. in circumference and 15 ft. in length. These lashings should 
be of Manila or Polypropylene, nylon is not acceptable. 

Unmooring: To unmoor from the buoy any extra back-up lines that have 
been made fast to the chafing chains are slipped first. The approach 
ropes are then taken to the ship's windlass/capstan and the weight taken 
on them until the shackle between the strop and chafing chain is undone. 
With the vessel moving slowly astern the approach ropes are slacked 
off and finally slipped and allowed to float free. While the ship is 
unmooring, a Terminal work boat will keep the floating hoses towed 
clear and will keep them clear until the ship has slipped the moorings 
is clear of the buoy. 


HOSES: Hose Lifting Capacity: Tankers must be equipped with a hose 
lifting derrick at the port side manifold, with a lifting capacity in 
conformance with the table shown on Page C2 of Appendix “C” to The 
International Oil Tanker and Terminal Safety Guide. For instance; a 
15,000 d.w.t. ship, at ballast draft with smooth sea conditions would 
have to lift a weight slightly in excess of 3.5 tons. For this purpose it is 
essential that the derrick is double rigged and that there is sufficient 
runner wire on the winch for the block to reach the water when hooking 
the hose on. The winch must be in good working order, the end of the 
runner securely fastened to the drum end and the winch brake operative. 
The hoses at the Terminal are 16 in. internal diameter with the tanker 
rail hoses having an internal diameter of 12 in. 

Manifold Connection Sizes: The manifold connection will be 12 in. The 
Terminal is equipped with flanged spools to connect 8 in., 10 in., 12 in. 
and 16 in. manifolds. Ships manifolds must terminate in flanges of ASA 
150 series. 

Details of ASA 150 flat face flanges are shown in the “Plan Section”. 
Unless the Terminal is given adequate notice, tankers equipped with 
manifold flanges of sizes and or ratings other than those specified above. 
will be rejected. 

1x16 in. self floating hose is run from the buoy to the tanker. The last 
3 hoses of the string, including the tanker rail hose, are 12 in. diameter. 
This reduction in diameter is made at the tanker end of the string so 
that the ship has less weight to lift when hoisting the hoses on board. 
Hanging Off Hoses: Small bitts for hanging off loading hoses should be 
provided in line with the loading manifold. 


LOADING: Loading Rate: Maximum loading rate is 13,500 bbis.p.h., 
and maximum discharging rate is 21,000 bbis.p.h. It is recommended 
that vessels take maximum flow, with due regard to safety, in order to 
expedite turn around time as well as to provide ballast as quickly as 
possible. Care should be taken not to overload, as there is no possibility 
whatever of pumping back ashore. When vessels are equipped with 
permanent ballast tanks, the ballast in these tanks should be retained 
on board until the vessel has taken on board sufficient cargo to be 
manoeuvrable. Vessels not so equipped should examine the possibility 
of safely loading and discharging ballast simultaneously, as such 
practice improves turn around time as well as reducing the possibility 
of breaking out of the berth in bad weather in a completely light condition. 
Closing Valves Against Oil Flow: Warning is given of the danger of 
closing valves against an incoming oil stream. This will create excessive 
pressure which may result in damage to the loading hoses, sea-line and 
Terminal facilities. Vessels will be held liable for damages resulting from 
failure to observe this precaution. 

Radio Contact: During loading operations the vessel will contact the 
Terminal Despatcher ashore every 30 minutes by the assigned VHF 
channel to ensure that radio contact is being maintained. Pumping will 
pe stopped immediately if it is found that radio contact with the ship has 

en lost. 

In addition to the ship’s VHF, the Mooring Master will carry a portable 
radio, of approved design, with which he will be able to contact the shore 
terminal and mooring launches. 

Mooring Launch: Throughout the loading operation a Terminal mooring 
launch will be in attendance at the ship to tend hoses, etc. 

Every vessel requiring a “Shore Stop” will be required to inform the 
Mooring Master at start of loading and sign the form carried by the 
Mooring Master, requesting “Shore Stop". When requesting a “Shore 
Stop”, Masters must understand that Pertamina accept no responsibility 
for any errors in the quantity. Should the cargo asked for overload the 
vessel, it is not possible to pump oil back from the ship to the shore. 
Lawi Lawi Crude Oil Specifications: 

Gravity at 60°F.: 39 A.P.I. to 34 A.P.I. 

Salt Content: Less than 12 pounds per 1,000 bbis. 


B.S. & W.: 0.30 Vol. % or less. 
Sulphur: 0.04 — 0.15 Weight % 
Pour Point: 15°F. to 20°F. 
Viscosity: 1,000 to 2,000 cST @ 100° F. 
Reid Vapour 
Pressure: 3 to 8 p.s.i. 


BALLAST/POLLUTION: Adequate Ballast: Due to the exposed location 
of the crude oil loading berth, vessels are required to carry sufficient 
ballast for safe handling, having due regard to bese je Laer and sea 
conditions. A vessel found by the Mooring Master to be not adequately 
ballasted will be rejected. 

Pollution: Owners and Masters are responsible to observe International 
Convention Laws and Indonesian Government regulations concerning 
Sarg of the sea, having particular regard for this area of the Macassar 

trait. 

Clean Ballast: As there are no ballast discharging facilities, vessels must 
arrive at the Terminal with clean ballast, ensuring that all pipelines, 
pumps and strainers have been flushed out prior to arriving. 

The Mooring Master will inspect ship's ballast on boarding and has 
the power to reject any vessel that he deems would cause pollution of 
the sea area, in which case the vessel must proceed to sea and return 
only when ballast is completely free of oil. Any vessel rejected because 
of dirty ballast will automatically nullify its Notice of Readiness and will 
lose any priority of position for loading. Ballast discharge should not be 
commenced without the prior agreement of the Mooring Master. 
Bilges: Bilges must not be discharged while at the SBM or in the 
anchorage. 
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Inspection During Loading/Discharging: At night the sea area 
the vessel shall be adequately lighted, as frequent inspection 2" 
Mooring Master will be made during the discharge of ballas,” hy 
pollution whatsoever will be cause for rejection. Similarly, any hull hy 
causing pollution during loading will be cause for rejection and the bea 
will not be reaccepted unless satisfactory evidence of repairs has 
certified by a qualified surveyor. ee 

Cargo hose connections should be inspected during ioadr, 
discharging, drip-pans should be placed under the manifold, aj 
cargo connections should be blanked off, sea-valves should be cess 
and lashed upon completion of deballasting and all scuppers must 
securely yy te & 
Fines and Claims: Any fines imposed by Governmental Authority 
pollution shall be for the vessel's account. 

In the event that the Company has to settle any third party Claims 
a result of damages to property caused by pollution attributable ra 
way to the vessel, they will have the right to reimbursement by thes 
responsible for the vessel for all expenses incurred. 

In the event of oil spillage or pollution of the waters, all laboy Po 
equipment costs for cleaning operations will be to the vessel's accour 
REPAIRS: Being an open roadstead, vessels must keep engines ¢ 
standby during their stay in the berth. No repairs to main engines ms 
be undertaken while in the berth. Power must be kept on d Winches 
in case adjustments to mooring lines are found necessary. 

Only the automatic turning gear should be used. If it should becom 
necessary to turn the propeller(s) at revolutions greater than 
minimum obtained by the automatic turning gear, application must » 
made to the Mooring Master in order that arrangements can be max 
to ensure that hoses are kept clear. The Mooring Master's write 
permission must be obtained before any such increase in revolution, 
CUSTOMS ALLOWANCES: Cigarettes, cigars, tobacco, match 
spirits, wine, beers, perfume, arms, ammunition and possibly other iteny 
have to be locked up under customs seal from time of arrival of ship» 
port until time of leaving territorial waters. Each person is allowed» 
bring in 200 cigarettes or the equivalent in grams of tobacco or cigas 
Special allowances are made for the Master under specs 
circumstances. The Customs Officer will seal the stores. 
AIRPORT: Sepinggan Airport, distance 8 km. 

TIME: GMT plus 8 hours. 
FACILITIES: There are no facilities of any kind at Lawi Lawi SBM 

There are no engineering repair shops. 

No fresh water. 

No bunkers available. 

No provisions or stores. 

No crane or barge service. 

No shore leave. 

No crew changes. 

No consulates available. 

GENERAL: Charts: 
British Admiralty Charts: 

3014 Balikpapan Bay to Pulo Laut. 

3031 Plans on the East Coast of Kalimantan. 

941 B Eastern Archipelago Sheet 2 Western Portion. 

2637 Strait of Macassar South Port. 

U.S. Naval Oceanographic Office Charts: 

HO. 3045 Southern Part of Macassar Strait. 

HO. 6188 Tanjung Tamarong to Sungai Pasir. 

Sailing Directions: \ndonesia Pilot Vol Il, 1st Edition 1976. 
Hydrographic Survey: A detailed hydrographic survey including a we 
sweep was carried out from November 1975 to February 1976. I 
survey covers the approach channel, anchorage area and %* 
manoeuvring area in the vicinity of the SBM (See “Plan’). 

Safety: Every vessel which berths at the buoy shall remain under 
charge of the Master who will take all steps necessary to preserve "™ 
safety and security of such vessel, crew and terminal personal who mj 
board in the execution of their various duties. 

The Master of every vessel at anchor in the designated anchorage ® 
secured to the SBM shall ensure that all parts of the vessel to wie 
any person may be lawfully required to proceed are properly illuminaié® 
Efficient and easy means of access shall be provided to every ves? 
at anchor at the SBM and such access shall be adequately illuminaié 
between sunset and sunrise. 

Operations: No person(s) shall be permitted to board or leave the ves 
other than by the gangway or other proper means provided for te 
purpose. 

The Mooring Master may require the vessel to unmoor at any 
he deems it necessary for the safety of the vessel or the moorings ® 
both, or for infringement of Port Regulations. Unsatisfactory condos 
will be reported to the Company's Marine Superintendent, w" * 
empowered to reject a vessel for future calls unless the repo"® 
deficiencies have been remedied. 

Sufficient crew members must be immediately available at a! mes 
to assit with any or all operations on board the vessel at the termins 
Floating Logs: Masters are advised to keep a good lookout for = 
submerged logs floating in this area. These can be large and 4 haze 
to safe navigation. 

AGENCY: See “General” before first port. pH 
AUTHORITY: The installations of this Terminal are owned by oa 
Perusahaan Pertambangan Minjak Dan Gas Bumi Negara (Perta™ 
a State Enterprise of the Republic of Indonesia. +A 
Operator: Pertamina Direktorat Pengolahan, Jalan Merdeka Lay 
Jakarta, Indonesia. Tel: 3847245, 3815410. Telex: 44152, 44302, 
46549, 46552 and 46554. FAX: (021) 363585, 3843882. rm 

Pertamina Lawe — Lawe Terminal, Kilang UP. DAK, Jalan ane 
Balikpapan 76123, Kalimantan Timur, Indonesia. Telex: 37131, 
Pertamina Bpp. FAX: (0542) 22638. Contact: M.Syarifuddin, 7 
Superintendent. 
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WOKNGA: 05.27 N. 95.14 E. 


seaTION: This port is located about 52 km. from Banda Aceh (Port 
7 ti). 

AG : BEB jacry, Pilot boarding station is located in position 
7 30" N., 95° 12’ 30" E. 

WCHORAGE: Vessels anchor in position 05° 28’ 20” N., 95° 12’ 40” E. 
ul : Maximum LOA 150 m., maximum draft 9.10 m. 

upd: Ulee Lheu Coastal Radio Station. Call sign PKA-5. Station on 


© the Coastal Radio Station is on Channels 12, 13, 14 and 16. 
saing hours 0800 — 1200 and 1600 — 1800. 
me cement factory is on Channels 6, 12, 15 and 16. 
10S: 2 * 800 h.p. d 

NG: There is a concrete berth with a length of 125 m. and an 

depth alongside of 10.0 m. The port is used by P.T. Semen 
wagias for delivery of cement to their factory. 
CRANES: 1 x 10 ton mobile crane. 

DORES: Available. 
yDICAL: Doctor and clinic available. 
meSH WATER: Available. 
HEL: Not available. 
#PAIRS: No facilities available. 
#PATRIATION: Crew repatriation possible via Blang Bintang Airport 
ated about 32 km. from Lhoknga. 
UDAYS: 17th August (National Independence Day), Idul Fitri and 
wAdha. Work can be carried out in the evenings on holidays. 
gARBAGE DISPOSAL: Not available. 
yASTE OIL DISPOSAL: Not available. 
ssAMAN’S CLUBS: None. 
WRRENCY: Indonesian Rupiah (Rp.). U.S.$1.00 = 
4294) (Subject to change). 
\WTHORITY: Port Authority of Malahayati, Jalan Pelabuhan No. 10, 
Jee Lheue, Banda Aceh 23233, Sumatra, Indonesia. Tel: (0651) 23501, 
ssidence 23501. Contact: Agus Sutiono, Harbour Master. 
‘erator: P.T. Semen Andalas Indonesia, J.L. Banda Aceh, — Meulaboh 
@ 17,P.0.Box 30, Lhoknga, Banda Aceh 23523, Indonesia. Tel: (0651) 
m3e4, 22571, 22372, 33190. Telex: 54120 Saibna la. FAX: (0651) 
2383. Contact: H. Basri, Senior Shipping Officer. 


Rp.2.112. 


\HOKSEUMAWE (Including Hagu, Blang acta Led 
{ueng Geukueh): 05.15 N. 97.07 E. (See Plan) 


CATION: The port is situated on the North coast of Sumatra, 
indonesia. The port limits (compulsory pilotage) are: 
North: Lat. 05° 17’ 00” N. Long. 97° 10’ 00” E. to 
Lat. 05° 17’ 00” N. Long. 96° 58’ 20” E. 


West: Lat. 05° 17’ 00” N. Long. 96° 58’ 20” E. to the coast. 
East: Lat. 05° 17’ 00” N. Long. 97° 10’ 00” E. to the coast. 
South: Along the coast between East and West limits include 


ot Lancang and Public and Special Fertiliser Harbour 
(K.G.). 


The Blang Lancang outer buoy is in position: 

lat. 05° 15’ 22” N. Long. 97° 07' 02” E. FI. 8 sec. 
Chart and Sailing Directions for the area: 

Republik Indonesia Hidral No. 8 Plant Chart No. 25. 

gh Direction. 

Uist of Lights. 

Special Publication. 
thokseumawe Harbour is divided into 4 areas: 

1. Lhokseumawe Harbour. 

2 Hagu Pertamina Special Oil Terminal. 

3. Blang Lancang Pertamina Special (LNG/LPG/ 

Condensate Terminal). 

4. Krueng Geukueh Harbour (Fertiliser Terminal and Public Berth). 
XCUMENTS: Clearance: The Document Clearance will be undertaken 
“ay port (anchorage or berth). 

Cholera Vaccination Certificates for all crew members and 

Passengers (date not exceeding 6 months). 
Cettificates of Inoculation against any contagious diseases. 
,istoms, Immigration, Quarantine and Harbour Master will require 
*lollowing for inspection: 

10 Crew Lists. 

3 Crew Declaration of Personal Effects. 

3 Ship's Stores Lists (inventory). 

Passengers Lists (if any). 

5 Cargo Manifests, with a summary for transit cargo. 

Clearance from the Last Port of Call. 

he Passports and/or Seaman's Certificates for all crew members. 

yeemational Maritime Declaration of Health. 

alid Derat or Derat Exemption Certificate. 
Ss and Ammunition Declaration. 
load Line Certificate, Ship Registry, Radio Safety/Telegraphy 
belies Ship's Construction Certificate, Safety Equipment 
Cate. 
US.C.G. Letter of Compliance. 
Neral Information. 
y accordance: with practice in Indonesian ports the vessel's national 
Me Indonesian country flag, Quarantine, Immigration and Pilot flags 
»...8 displayed by all vessels approaching Lhokseumawe Harbour. 
Signals shall be displayed continuously until clearance is granted. 


Harbour 
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PILOTAGE: Compulsory for any movement of the ship in harbour and 
within the port limits. 

Lhokseumawe Harbour: Pilot will board the vessel at the anchorage. 
Hagu Special Oil Jetty: Pilot will board the vessel at the anchorage. 
Blang Lancang Harbour: Pilot will board the vessel at the sea buoy or 
in the Anchorage Area about 3 miles from the breakwater. 

Krueng Geukueh Harbour: Pilot will board in the Anchorage Area or one 
mile from breakwater. 

Master, Owner or Agent should request the Pilot 6 hours in advance 
for berthing and 3 hours in advance for “cael iy « The vessel should 
be stopped when the Pilot is boarding. Call the Lhokseumawe/Blang 
Lancang/Krueng Geukueh pilot station by VHF on Channel 12 (24 
hours). Moving the ship for berthing and unberthing available in good 
conditions. The limit is: for the wind not more than 10 m./sec. and swell 
not more than 2 ft./sec. (for MBM) and visibility not less than 1 mile. 
ANCHORAGE: A vessel which has been informed by the Agent to 
anchor on arrival shall proceed to the designated Anchorage Area. 

Anchorage Area for Lhokseumawe Harbour and Hagu Special Oil 
Terminal is in position: 

Lat. 05° 10’ 32” N. Long. 97° 09’ 20” E. Depth 20 m. 
— are two Anchorage Areas at Blang Lancang Pertamina Special 
Harbour: 
1. Anchorage Area for LNG and LPG tankers: 
Lat. 05° 15’ 15” N. Long. 97° 07' 45” E. Depth of water 60 m. 
2. Anchorage Area for condensate tankers: 
Lat. 05° 15’ 15” N. Long. 97° 07’ 25” E. Depth of water 60 m. 

No dry cargo ship will anchor in Blang Lancang Special Harbour. All 
dry cargo ships visiting Blang Lancang Special Harbour should anchor 
in Lhokseumawe Harbour for clearance and awaiting a berth. 

All vessels visiting Krueng Geukueh Harbour should anchor 1 mile 
North from breakwater in position: 

Lat. 05° 16’ 00” N. Long. 97° 01' 40” E. Depth of water 42 m. 

The holding ground in the Anchorage Area is reported to be poor. All 
vessels are required to maintain engines on one hour's notice in good 
weather and 15 minutes’ notice when wind speed exceeds Beaufort 
Scale 4 (moderate breeze). 

RESTRICTIONS: If there are two LNG ships alongside the dock no other 
ship will move to West Cargo Dock in the arte Lancang Harbour, except 
P & T marine craft actually assisting the LNG tanker. 

No ship will enter Blang Lancang Harbour with ammunition on board. 

Vessel not allowed to proceed into the Blang Lancang MBM restricted 
area without permission. 

No ship will berth during night time at Lhokseumawe/Hagu Wharf or 
at Blang Lancang SPM/MBM. Blang Lancang Harbour open for 24 hour 
service. Krueng Geukeuh Harbour open for day time only. 

MAX. SIZE: 

Old Lhokseumawe Harbour: Only barge and tugboats are able to 
moor at the dock, depth 2.4 m. 

Hagu Wharf: Max. draft 6.0 m. 

Blang Lancang Harbour: 


LNG Dock | (North): Max. LOA — 300 m. 
Max. draft — 13 m. 
LNG Dock II (South): Max. LOA — 300 m. 
Max. draft — 13 m. 
West Cargo Dock: Max. LOA — 180 m. General cargo. 
Max. draft — 6.5 m 
LPG Dock: Max. LOA — 270m 
Max. draft — 13 m. 
Max. d.w.t. — 65,000 
MBM: Max. LOA — 275 m. 
Tankers — 30,000 — 100,000 d.w.t. 
SPM: Tankers — 40,000 — 280,000 d.w.t. 
Krueng Geukueh Harbour: 
Berth A-AAF Max. d.w.t. — 10,000 
Max. LOA — 169m 
Max draft -— 9.50 m 
Berth B—AAF Max. d.w.t. — 15,000 
Max. LOA —175m 
Max. draft — 9.5m 
Berth PIM Max. d.w.t. — 10,000 
Max. LOA — 169m 
Max. draft — 9.5m 
Public Berth (length Max. d.w.t. — 10,000 
80 m. with 1 mooring Max. LOA — 150 m 
buoy and 1 mooring Max. draft — 9.5m 


dolphin). 
HEALTH: In order to obtain Free Pratique vessel must cable name and 
nationality of the ship; ports of call during the voyage; number of crew 
and passengers (if any); port of destination and Agent; condition of health 
of all onboard with details of any sickness and whether all vaccinated. 
Officials will board before with Pilot. Quarantine flag “Q” and 
Immigration flag “N" must be flown until clearance is granted. 
RADIO: Ships proceeding to Pertamina/Pt. Arun: Call Lhokseumawe 
Radio Station, call sign PKB 20. (Owned/operated by Pertamina). Open 
24 hours. See “List of Radio Signals” or on VHF Channel 16 or Pilot 
Station on VHF Channel 12. 
The following information is required. 
(a) Name of Owner. 
(b) Name of vessel and Radio Call Sign. 
(c) Flag. 
(d) SDWT. 
(e) Name of Master. 
(f) Last port of call and departure date. 
(g) Discharge port and ETA. 
(h) Number of crew and passengers. 
(i) Maximum loading rate in barrels for oil tankers and cubic 
meters for LNG/LPG tankers. 
Dry cargo ships: Call the General Agent in Belawan. Call Belawan 
Beast PKB 1. (Owned/operated by Port Authority). See “List of Radio 
ignals.” 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle, 


VHF: For Lhokseumawe Harbour and Krueng Geukueh Harbour: Call 
Lhokseumawe Pilot on Channel 12. Mooring and unmooring on 
Channel 8 at Krueng Geukuh. 

For Blang Lancang Harbour: Lhokseumawe Radio PKB 20 Channel 
16. Marine Office Channels 16, 9 and 13. Pertamina Channels 16 and 
19 (working). Mooring and unmooring on Channels 6 and 13 at Blang 
Lancang. 

For Pilot Station: Call Blang Lancang Pilot Station and Lhokseumawe 
Pilot on Channel 12. 

Language: Indonesian and English. 

RADAR: No radar service available. 
TUGS: No tugs available in old Lhokseumawe Harbour. 

Blang Lancang Harbour: 5 tugs available — 4 tugs with 4,200 h.p. 
1 tug with 3,200 h.p. 2 mooring launches 550 h.p. 

For Supertanker and LNG: Tanker will use the tug’s lines. Tug’s line 
will be charged by Company/Pertamina: Rates will be subject to change 
in accordance with operation cost and will not be subject to advanced 
notice. 

Cargo ships will use ship's line. 

In Krueng Geukueh Harbour: 2 tugs available with 1,000 h.p. Use 
ship's line. 1 mooring launch, 105 h.p. 1 pilot boat, 250 h.p. and 1 pilot 
boat, 270 h.p. 

Tug Requirements: 

MBM: 3 tugs for berthing and 2 tugs for unberthing. 

SPM: 2 tugs for berthing and unberthing. 

LNG/LPG: 4 tugs for berthing and unberthing. 

BERTHING: Old Lhokseumawe Harbour (Lhokseumawe Terminal): A 
small pier with length 60 m. Construction: Piles with wood on the top. 


Depth 2.4 m. Only barges and small vessels under 500 d.w.t. can berth. 


Blang Lancang Harbour (Arun Terminal): 2 special LNG docks, 
400 m. length each with 10 mooring dolphins and 4 rubber fenders. 
Depth 14 m. at LWS. 

One special LPG dock, 270 m. eo ei with 6 mooring dolphins and 
2 rubber fenders. Depth 14 m. at LWS. 

West Cargo Dock: Length of the dock 400 m. Depth 6 m. at LWS. 

East Cargo Dock: No longer operational. 

MBM: The berth which is located offshore is designed for oil tankers 
ranging from 30,000 d.w.t. to 100,000 d.w.t. 

Vessel approaches berth heading 250°T between Buoys 6 and 7 (See 
“Plan”). 

The MBM consists of 9 cylindrical mooring buoys secured by 3.5 in. 
stud-link chain to 30,000 Ib. anchors. Some of the mooring buoys are 
fitted with 44 mm. x750 ft. long preventer wires for use with large ships. 

Ships using the 16 in. hoses must have a derrick on the port side with 
SWL of 10 tons with which to lift the hoses from the seabed. The winches 
of ship for taking on the shore wires on the drum must be able to 
withstand 35 tons breaking strain. 

Engines to be on one hour’s notice throughout. 

New SPM: Located 1 km. N.W. of MBM in position: Lat. 
05° 15’ 18.23” N., Long. 97° 04’ 03.33” E. The SBM is designed for 
40,000 d.w.t. — 280,000 d.w.t. 

Asean Aceh Fertiliser (AAF Special Fertiliser Harbour): Berth A: 
Special fertiliser in bulk. 200 m. long with 8 dolphins (4 fenders). Depth. 
10 m. at LWS. Designed capacity : Max. d.w.t. 10,000 or 169 m. length 
able to moor. 

Berth B: General cargo berth. Concrete construction 300 m. long with 
fenders every 20 m. Depth 10 m. at LWS. Max. size 160 m. LOA able 
to moor. 

PIM Special Fertiliser Berth: Located S.E. from Berth “Berth A” — AAF 
berth. (PIM — Pupuk Iskandar Muda; AAF — Asean Aceh Fertiliser). 
Designed capacity : Max. d.w.t. 10,000 or 169 m. length able to moor. 
New Lhokseumawe Public Berth: Length 80 m. Vessels with Max. LOA 
150 m. are able to moor using dolphin and mooring buoy. 

TANKERS: Oil tankers will be berthed at the MBM or the SPM. 

The Loading/Mooring Master will provide shore labour for connection/ 
disconnection of the submarine hose strings. He maintains 
communication links with terminal. 

Diameter of load line — 216 in. for large tankers. 

— 2x8 in. for small tankers. 

Ships visiting Blang Lancang should have clean ballast. No dirty 
ballast or slops facilities available. 
LPG/LNG: 

Storage Capacity: 
LNG 
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636,000 cu.m. 
Liquid nitrogen 6,500 gallons 
Working Pressure: 
LNG 70 p.s.i. 
LPG 22 p.s.i. 
LNG Characteristics: 
Explosion limits 5.3 — 14 % vol. 
Flammable Yes 
Boiling point — 161°C. 
Flash point =11DC, 
Critical pressure 45.6 kg./sq.cm. 
Critical temperature —82.5°C. 
Condensing ratio 0.8038 
Loading: 
Vapour Vapour 
LNG Return LPG Return 
Pipeline (in.) 24 30 28 24 
Loading rate (cu.m.p.h.) 11,000 3,400-4,770 
Discharging rate 77,880 10,700 (Propane) 
(nominal cu.m.) 12,400 (Butane) 
No. of lines 3 1 2 1 (Propane) 
1 (Butane) 
Hose connection (in.) 16 16 12 12 (Propane) 
12 (Butane) 
Max. vertical limit (m.) 7.0 11.9 
Manifold to rail (m.) 3.35 (max.) 2.60 (max.) 
1.25 (min. 


Condensate: 
Storage capacity: 340,000 ki 
Loading temperature: 90°F. 
Working pressure: 220 p.s.i. 
Reed Vapour Pressure: 13 p.s.i 
API Gravity at 60°F.: 56-51 
Loading rate (Bbis.p.h.): 55,000-60,000 
Pipeline: 42 in. 
Hoses: 2X12 in. 


Also see “Berthing”’. 

STEVEDORES: Available. PBM Stevedoring Company. 
MEDICAL: Hospital facilities available. 

DENSITY: 1024. 

FRESH WATER: Available at a rate of 20 t.p.h. 

FUEL: Not available. 

FIRE PRECAUTIONS: No smoking will be allowed on board While 
ship is berthed and on the plant site of Arun Terminal, except in plage 
approved by Harbour Master. 

CONSULS: No Consuls in Lhokseumawe. 

REPAIRS: Minor repairs possible. 

DRY DOCKS: No facilities. 

SURVEYORS: Saybolt Surveyor attends at Blang Lancang CBMsx 
LNG dock. 

GANGWAY/DECK WATCHMEN: Ship's crew maintain deck wate 

Gangways: Cargo and oil tankers use ship's gangway. LNG and» 
tankers use shore gangway. ; 
OPENING/CLOSING HATCHES: By ship's crew. 

CUSTOMS ALLOWANCES: 200 cigarettes/10 cigars. 100 grams, 

tobacco. No spirits to be taken ashore. 

CARGO GEAR: At Lhokseumawe Terminal/Hagu no facilities for hes, 

lifts. 

z At AAF Cargo Dock/Blang Lancang Cargo Dock, heavy lifts cany 
andied. 

REPATRIATION: Crew changes and repatriation can be effected. 

AIRPORT: Lhokseukon Mobil Oil Domestic Airport, about 30 km, ty 

Lhokseumawe. 

Malikussaleh/Kreung Mane PT. Arun Public Airport (Domestic) aby 
30 km. from Lhokseumawe. 

Polonia International Airport located in Medan, about 360 km. te 
Lhokseumawe. 

TIME: GMT plus 7 hours. 

HOLIDAYS: For LNG and Condensate: No holidays in operation. f 
other vessels: Idul Fitri — Idul Adha, no operations. 
POLICE/AMBULANCE/FIRE: Police: Lhokseumawe/Hagu Aw 
(Sector) Public Tel: 110. (Resort) Tel: 21490. 

Blang Lancang Area: Public Phone Tel: 21566 ext. 3242. Px 
security ext. 2041/3222. PT. Arun Phone (Direct) Tel: 3242 or call Pt 
20 on VHF Channel 16. 

Krueng Geukueh Area: Public Phone (Number not given). 
Ambulance: 

Lhokseumawe/Hagu Area: Public Phone Tel: 118. (Public) Tel: 210i! 

Blang Lancang Area: PT. Arun Phone (Direct) Tel: 3111, 2572, 28 
or call PKB 20 on VHF Channel 16. 

Kruen Geukueh Area: PT. AAF (Direct) Tel: 555. PT. PIM (Direc 
Tel: 333/444. 

Fire: 

Lhokseumawe/Hagu Area: Government Public Tel: 113/21955. Ma 
Oil 21444 ext. 4225-4226. PT. Arun: Government Public Teleptor 
Tel: 21566 ext. 2111, 1111. 

Blang Lancang Area: PT. Arun (Direct) Tel: 2111, 1111 or call Pt 
20 on VHF Channel 16. 

Krueng Geukueh: AAF public telephone No. 22433, 22343, 222% 
Plant Site ext. 222. Housing ext. 333. PIM public telephone No. 226% 
22149, 22769. 


EMERGENCY CO-ORDINATION CENTRE: Contact “PKB 1" Belaw 
Radio for Search and Rescue. 


TELEPHONES: No ships’ telephones except for LNG/LPG ships 0% 
berthing. 


SERVICES: Available. 


BANKS: Lhokseumawe: 
Bank Exim Tel: 22085 
B.D.N. Tel: 21062 
B.I. Tel: 21399/21581 
B.B.D. Tel: 21332 
B.R.1. Tel: 21113 
B.N.1.-46 Tel: 21258 
Blang Lancang Area: 
B.D.N. Post Batuphat PTG. Arun (Direct) Tel: 3157,3158 
PT. Arun Pioneer Camp (Direct) Tel: 3314 
Krueng Geukueh Area: 
P.1.M. (Direct) Tel: 341. 


SHORE LEAVE: Possible. 
IDENTIFICATION CARDS: Shore pass as required by Agent. 
GARBAGE DISPOSAL: Not available. 


WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS: None. 

CURRENCY: Indonesian Rupiah (Rp.). 

DELAYS: Vessels calling at Blang Lancang CBM may be deli 

ship's mooring system is unsuitable or when berth is affected by 

winds and/or swell. 

GENERAL: Post Office: Lhokseumawe: JI. Samudera. Tel: 2102 
Blang Lancang/Krueng Geukueh: Batuphat (PT. Arun Tel: 31% 

Telegraphic Office: Centre or Interlocal: JI. Merdeka. Tel: 21757 ‘é 

Port Services: JI. Pelabuhan Tel: 21181. Harbour Master Tel: 2! 

Restricted Area: 1.75 nautical miles radius of the centre of 1 

position. 


gpuasTER'S REPORT: April 1981 (Updated 1990). 

jan Terminal: os 

spcumertS: ne “Jakarta”. 

j 4584. 

oat There are jetties for LNG loading. 

"yon Dock: Lat. OS® 13° 23” N., Long. 97° 05’ 55” E. 

eth Dock: Lat. 05° 13’ 09" N., Long. 97° 05’ 49” E. 

4 is an open sea loading point located just at the right hand side 

yee port of Blang Lancang for ships to load condensate cargo only. 

: : Compulsory, Loading Master together with 4 — 6 shore 

will assist in mooring, Pilot also onboard. 

” sading: Vessel should be equipped with 10 ton derrick on port side, 

told 2X12 in. on port side, 2 mooring winches/drums, 1 minimum 

giable at forward maindeck and 1 at after maindeck for serving the 

renter wire 44 mm.x750 ft., as breast lines for 2 buoys. Vessel 

gould also be equipped with 14 mooring lines minimum length 210 m. 
for 9 mooring buoys. Loading Master will discuss the mooring 

res with Master before mooring. 
gore Facilities: None. 


igent Pertamina, Blang Lancang, Cable Address: Pertaminaship, 
xara 


sPMASTER'’S REPORT: September 1983 (Updated 1990). 
jun Terminal: 


jecuments: 
arial Health, Immigration and Harbour Master's Officer will board 
yo the Agent to issue clearance. 
>pers required: 

\artime Declaration of Health. 

vaccination Cards. 

Derat Certificate. 

Crew List (10-12 copies). 

Passports/Seamen’s ID Books. 

Last Port Clearance. 

arrival Report (supplied by the Agent). 

The Agent will require the following documents to take to the Custom 
“ouse ashore: 

Ship's Register. 

nternational Loadline Certificate. 

Safety Radio Certificate. 

Safety Equipment Certificate. 

Safety Construction Certificate. 

Certificate of Financial Responsibility (oil pollution). 

Derat Certificate. 

immigration may take some, or all Passports/ID ashore. 

After these formalities have been completed 4 or 5 Customs Officers 
wlboard. They will require: 

Ship's Stores List. 

Crew Personal Effects List. 

Cargo Manifest (‘Nil’ declaration if applicable). 

About 4 - 5 copies of each of the above should be adequate. The 
und store, and possibly other storerooms, will be checked and some 
yall cabins will be searched. 

Cargo documents should normally be ready by the time the hoses 
#edisconnected, (about 1.25 hours after completion of loading). Return 
2Ship's Certificates, Passports, and issue of Port Clearance, can, it is 
‘ored, cause some delay. Vessels are not allowed to wait at the berth 
‘documentation. 

*lotage: See “Berthing”. 

‘nchorages: A designated waiting anchorage for tankers lies about 
1% miles North-Eastward of the berth, in depths of about 60 m. (clay). 
“stictions: Mooring of condensate tankers carried out in daylight only. 
“mooring is allowed day and night. 

Restricted area: 1.75 nautical miles radius from centre of SPM. 

vx. Size: The tanker berth is designed to accept vessels up to 

NMDWT, with LOA 275 m. 

‘roaches: Charts: BA 2777; BA 3585. 

‘part from an active fishing industry operating in the area there are 
‘navigational hazards in the approaches. There are adequate 
‘gational lights serving Blang Lancang and Pelabuhan Blang 
“eang, (although neither the light or racon on the beacon at 
"Geukueh, about 1.5 miles Westward of the terminal were active 
*- 15th September, 1983). The storage tanks and gas flares at the 
‘minal are prominent day and night. 

*adlo; Send ETA 72, 48, 24 and 5 hours in advance to Lhokseumawe 
"adio Station, Telex No. 51696 (Station operated by Pertamina). 
‘dditional information regarding the vessel's details, last port, cargo 
oath etc., is not obligatory as far as is known but seems 

; Radio Station ‘PKB 20’, at Lhokseumawe will handle traffic concerning 
“gation, Cargo, etc., but watch schedules do not appear to be regular. 
@ terminal may, via PKB 20, request information from the vessel 
"aatding cargo requirements, loading rate, deballasting time 

prlicable), number/type of mooring lines. 
re en within appropriate range the terminal may be contacted on 
!* Channel 16; working Channels 9 and 19. The call sign is ‘Arun’. 
ry Three tugs, each 4,200 h.p., assist the berthing. One tug is made 
ps ard and one aft; centre leads; tugs’ towing ropes. One tug 
a at amidships as required. Two tugs attend during unberthing. 
Pt Mooring boats are employed for mooring/unmooring. 

Vebi 9: The terminal, owned and operated by Pertamina, together with 
Tank and Japanese interests, exports Arun Natural Crude and LNG. 
iene load at a multi-buoy berth about 1.5 miles off-shore. Gas 
tog} load in a small artificial harbour (Pelabuhan Blang Lancang), 
% 


5 miles E.S.E of the terminal. The small port of Lhokseumawe 
“toy 5 miles S.E. of the terminal. New Lhokseumawe Public 
te, 8nd Fertiliser Terminal (AAF & PIM) located in Terminal Krueng 
The ta’ about 5 miles WNW of the Blang Lancang outer buoy. 
Bner berth is located in an open roadstead in depths of 35 m. 

‘There are 9 mooring buoys, 2 bow buoys, 2 breasting buoys 
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each side, 2 quarter buoys and 1 stern buoy. The tanker will require 
4 bow lines, 4 breast lines and 5 stern lines. Wire ropes are acceptable, 
preferably with nylon tails. The bow lines should be at least 250 m. in 
length. Additionally the tanker will be required to pick up a 42 mm. 
diameter wire rope from each of the breasting buoys. Prior to berthing 
the vessel's mooring equipment will be inspected by the Mooring Master 
who will discuss the mooring operation with the Ship's Officers. The 
Mooring Master and Assistant will board with the Pilot at the time of 
berthing to supervise the mooring operation. 

Accommodation on board is required for the Loading Master and one 
Mooring Master. 

Scuba divers are in attendance to sort out any underwater problems 
that may occur with regard to the moorings and hoses. 
Loading: Arun Natural Crude is a condensate, (akin to naphtha), very 
light and gassy. Approximate quality details are: 
API, 55; temperature, 32°C; RVP, 11 psi. Cargo is loaded via two 12 in. 
flexible hoses. The terminal supplies labour for connecting/disconnecting 
the hoses. Ship's crew required to assist and operate winch and derrick. 
Allow for about 6 tons lift on each hose. Maximum loading rate is 
65,000 bbis/hour. The terminal meters the quantity of cargo loaded. The 
meter is proved at each loading and the ship should receive a proving 
report on completion of loading. 
Medical: Treatment available. 
Fresh Water: None. (Said to be available at Pelabuhan Blang Lancang). 
Fuel: None. (Said to be available at Pelabuhan Blang Lancang). 
Airport: There is, reportedly, an air service with Medan, about 150 miles 
pile of Blang Lancang. Medan is said to be served by international 

ights. 

Shore Leave: Permitted. 
Developments: Plans to install an SBM, as an additional berth, have 
been approved, it is reported. 
General: Tides: Refer Lhokseumawe. Tides are semi-diurnal. Spring 
range is 1.4 m. Rates appear to be fairly weak. A ship will generally lay 
windrode at the anchorage. 
Weather: November to March winds from N.E. prevail. June to 
September winds from S.W. prevail. The area is subject to SW'ly squalls 
May-September, and particularly June-August. Thunderstorms are most 
frequent March — April and October — November. 


AUTHORITY: Lhokseumawe Port Administrator, JI. Pelabuhan No. 4, 
Lhokseumawe, Indonesia. Te/: 21485. 

Public Port Service (PERUM Pelabuhan | Lsm) JI. Pelabuhan No. 1, 
Lhokseumawe, Indonesia. Te/: 21181 — 21881. Telex: 51039 PPI Lsm. 
Contact: Ibrahim Muchtar, Branch Manager. 

Ubed Beddy, Harbour Master. Tel: 21485 and VHF Channel 16. 

Dr. Sukristoro Wardoyo, Port Health. Tel: 21154. 

B. Sutrisno, Lsm. Customs. Tel: 21267. 

Hamzah Akimin, Biang Lancang, Customs. Tel: (PT. Arun) 2145. 

Darsoeki, Immigration. Tel: 21039. 


MADURA: 06.51 S. 112.57 E. 


PILOTAGE: Mooring Master boards in position Lat. 06° 48’ 30’ S., 
Long. 112° 56’ 49” E. 

RESTRICTIONS: Berthing and unberthing during daylight hours only. 
MAX. SIZE: Max. d.w.t. 105,000. Max. LOA 250 m. 

RADIO: Surabaya Radio. Call sign PKD. 

VHF: Surabaya Radio. Call sign PKD 6. 

BERTHING: Depth alongside storage tanker 21.3 m. 

LOADING: Crude oil is loaded at an average rate of 15,000 b.p.h. 
through 2x 12 in. hoses. 

Characteristics of Crude Oil: 


API Gravity at 60°F. 46.1 

Reid Vapour Pressure at 100°F. 3.9 psi 
Viscosity at 100°F. tzSicst 
Sulphur Content 0.02 % wt 
Carbon Residue 0.7 % wt 
Flash Point (PMCC) Below 50°F. 
Pour Point 40°F. 


MEDICAL: First-aid available. 

DENSITY: 1020-1025. 

FRESH WATER: Not available. 

FUEL: Not available. 

CONSULS: None. 

AIRPORT: Juanda Airport at Surabaya is the nearest airport. 

TIME: GMT plus 7 hours. 

GENERAL: Charts: Indonesian Charts No. 84 and 96. British Admiralty 
Charts No. 1066, 1653 (C) and 921. 

AGENCY: See “General” before first port. 


SHIPMASTER’S REPORT: December 1985. 

Location: The terminal is located 2.5 miles off the island of Madura on 
the N.W. coast in position: Lat. 06° 50’ 40” S., Long. 112° 56’ 45” E., 
near the entrance of Surabaya Strait. 

Documents: See “Jakarta”. 

Pilotage: Compulsory within the terminal limits. Pilot boards in the 
anchorage or if berthing on arrival Pilot will board 2 miles North of the 
storage tanker “Asoka Nusantara”. Pilot comes on board from a tug 
flying the “H” flag and requires a lee with pilot ladder or accommodation 
ladder rigged on lee side. 

Anchorage: Within a 500 m. radius of position: Lat. 06° 45’ 30” S., Long. 
112° 56’ 49” E. (2 miles North of storage tanker). Depth of water 32 m. 
Restrictions: Normally daylight berthing only. Unberthing at any time. 
Max. Size: Max. LOA 250 m. Depth of water 75 ft. 

Health: The Health Authorities come on board after completion of 
berthing. They come from Surabaya by helicopter. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle, 


Radio: All incoming tankers are to send 72 hours and 48 hours notice 

of ETA to Kodeco-Madura Marine Terminal, through Pertaminaship 

Jakarta (Telex: 44450 and 45348) as Agents, giving best ETA. The first 

message should also include the following information: 

1. Name of tanker and radio call sign. 

2. Cargo requirements. 

. De-ballasting time; if a separate/permanent ballast system is fitted 

on board, this must also be stated. 

Maximum loading rate. 

. Arrival draft, forward and aft. 

Last port of call. 

Confirm that vessel has clean Bill of Health. 

. If there is any sickness aboard, give all available information as to 

the possible type of sickness. 

. Specification, difficulties, defective equipment or gear which could 
present a hazard or difficulties when mooring/unmooring or during 
operations. 

Further ETA message should be sent (to Kodeco-Madura Marine 
Terminal via, Pertamina local Agent; Cable address: Pertaminaship 
Surabaya. Telex: 31390 PSHSB) when the tanker is 24 hours and 
12 hours from the terminal and if any significant change occurs in the 
original ETA or those subsequent thereto. 

VHF: The storage tanker keeps watch on Channel 16 throughout 

24 hours. The Pilot works on Channel 6. 

Whilst in the anchorage vessel is to maintain watch on Channel 16. 
Tugs: 2 tugs, “Ogan” 1,700 h.p. and “Semeru” 3,200 h.p. assist in 
berthing. 

Berthing: The storage tanker “Asoka Nusantara” is of 107,000 d.w.t., 

LOA 260 m. and is permanently moored to an SBM by a 14 in. line. To 

load crude oil, the export tanker will be moored alongside the starboard 

side of the storage tanker. For this purpose 4 Yokohama fenders are 
laid on the water along the starboard side of the storage tanker. 

Six ropes are required at each end. Berthing is port side to. 

Hose Connection: 2x 12 in. rubber hoses with camlock quick release 
mechanisms. Ship’s derrick required and connection is made by ship's 
crew. 

Loading: The storage tanker has 3x 10,000 bbis.p.h. pumps. Maximum 

loading rate is 30,000 bbis.p.h. and minimum loading rate is 15,000 
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bbis.p.h. 
Madura Crude Oil is as follows: 
API at 60°F 47.0 — 46.0 
Temperature 85°F — 90°F 
Pour point 10°F 
Facilities: 


1. No dirty ballast facilities. 
2. No slop tanks available. 
3. No fresh water available. 
4. No shore leave allowed. 
Time: GMT plus 7 hours. 


. No crew changes possible. 
. No stores available. 

. No clinic is available. 

. No bunkers available. 
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AUTHORITY: Operator: Kodeco Energy Co. Ltd., Nusantara Building, 
19th Floor, Jakarta, Indonesia. Te/: 336244. Telex: 44734 Kdcegy-la. 


MALILI: 02.39 S. 120.59 E. See Plan\ 
MANGKASA: 02.44 S. 121.04 E. See Plan 


OPERATOR: P.T. International Nickel Indonesia (P.T.Inco). 

LOCATION: Malili and Mangkasa Tanker Terminal are situated in the 

Hl Bone, South Sulawesi about 300 miles N.E. of Ujung Pandang. 
jalill: 

Malili port is situated in the Gulf of Bone, South Sulawesi about 9.5 miles 

from Mangkasa Sea Tanker Terminal. 

Vessels arriving at Malili port must remain in the Roads Anchorage, 
Anchorage Light Buoy (Iso. 1 sec.) in position Lat. 02° 42’ 30” S., Long. 
121° 01’ 40” E. Anchorage is to the South of the buoy and having 
average depth of more than 20 m. (LWS) 

This port is to be assigned for dry general cargo discharging and 
loading of nickel. 

The sea chart to be used is Indonesian Chart No. 319. 

Mangkasa Sea Tanker Terminal: 

The terminal is located at Lat. 02° 44’ 25” S., Long. 121° 04’ 00” E. This 
terminal is provided for tankers of about 20,000 d.w.t. which are to be 
equipped with hose lifting derrick at either port or starboard manifold. 

The sea terminal itself consists of a four buoy mooring. 

The hose has a diameter of 12 in. and fitted with 12 in. x 150 Ib. ASA 

flange. Max. pressure allowed 7kg./sq.cm. The submarine pipe 
diameter is 20 in. 
FLAGS: In accordance with the practice in Indonesian ports, the vessel's 
national flag, the Indonesian courtesy ensign, quarantine, immigration, 
Pilot and call sign flags must be displayed by all vessels approaching 
the port. These signals shall be displayed continuously until clearance 
is granted. 

The above mentioned signals are: 

Sunrise to sunset: quarantine flag “Q”. 
Sunset to sunrise: signal lights red over white. 

The flag “N” should be flown until the Immigration Officer boards the 
ship. The “G” flag should be flown until the Pilot boards. 

The vessel should also fly its call sign until the vessel is secured in 
the berth. These call sign flags must be flown again when the vessel is 
sailing until the vessel is clear of the anchorage area and the Pilot has 
departed. 

The “G” flag should be replaced by “H” flag if the Pilot is already 
aboard the vessel. 

The “P” flag may be flown if the vessel is going to sail within 24 hours. 
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DOCUMENTS: Indonesian Immigration, Customs and Port 
board the vessel to grant clearance. Each crew member should ry 
possession of an International Vaccination Card and pa: ' 

The following documents may be required for granting Pratiqu: 
the vessels arriving from foreign ports: ' 

Certificate of Registry. 

Ship's Construction Certificate. 

Load Line Certificate. 

Safety Equipment Certificate. 

Safety Radio/Telephone/Telegraph Certificate. 

Derat or Exemption Certificate. 

Cargo Gear Certificate. 

The last Port Clearance and Crew Lists are also required. 

Flag Dispensation: All foreign vessels entering Indonesian pons 
have requested and been granted Flag Dispensation prior to the 
at the port. Also a loading or momig permit must have been Apple 
sp from the authority concerned. All this will be done by the gene 
gent. 
PILOTAGE: A Mooring Master will board the vessel in the a 
area and advise the Master on all manoeuvres relative to berthing a 
unberthing and connecting the hoses. 

Vessels are requested to make a lee and have an accom 
ladder long enough to reach the Mooring Master's launch. Aj nigh 
adequate lighting should be provided. 

MAX. SIZE: The tanker buoy mooring is designed for a vessel of 20,4) 
d.w.t., 26,700 tons displacement, LOA 600 ft., and max. draft of 31+ 
RADIO: Vessels arriving between 0700 — 2300 hrs. (local time) shoy 
contact Malili Radio “PKF-7" on VHF Channel 16 four hours belg 
arrival to confirm arrival time. 

Notice of Arrival: 72 hours prior to the arrival at Malili or 
Tanker Terminal, the Master has to cable his ETA to tj 
Ujungpandang” through Ujung Pandang Coastal Radio Station wre 
then, will be passed on to Malili or Mangkasa Coastal Radio Station 

The Master has to reconfirm or amend the ETA 48 hours and 24 ho» 
before arrival at the port. 

The cable address of “P.T. International Nickel Indonesia” |p 
“Inco”) of Ujung Pandang is Nikel Indonesia Ujung Pandang. 

The coastal radio station of Ujung Pandang has the follows 
particulars: 

Name of Station: Ujungpandang Radio. 

Call Sign: PKF. 

Frequency: 465 — 500 — 8686 — 13101 kHz (A1), and 4409 — 21). 

6518.6 — 8738.4 kHz (A3). 

Power: 1 kW. 

Service Hours: See book of Indonesia Coastal Radio Stations. 

Geographical Location: Lat. 05° 06’ 30” S., Long. 119° 26’ 20°E 
Details of Cable: The information cable should give the following da 


1. Name of vessel and radio call sign. 

2. ETA in GMT and date (local time, GMT plus 8 hours). 

3. The quantity of cargo to be discharged. 

4. Maximum discharging capacity (for tanker only). 

5. Vessel’s draft on arrival. 

6. If there is any sick crew on board or clean bill of health. 

7. Last port of call. 

8. Any hull, bulkhead or valve leakages which may caw 


pollution (for tanker only). 

. Distance in feet from bow to vessel's manifold connection. 

10. Flange dimensions of vessel's manifold. 

11. Any requirements such as provisions, fresh water, etc. 
Language: The languages used are Indonesian and English. 
BERTHING: Mangkasa Sea Tanker Terminal: Mangkasa Sea Ta 
Terminal is an offshore system with 4 fixed anchors connected to buy 
which have a quick release mooring system. Buoys are located to# 
20,000 tonners with 2 buoys on the bow and 2 buoys at the stern. The 
buoys are not lit. 

Connection to tank farm is via 12 in. flexible hose joined to 20° 
undersea pipe to the tanks. The flexible hose is fitted wit! 
12 in.x 150 Ib. ASA flange. f 

If the jetty of Mangkasa Tanker Terminal or “four mooring buoys ' 
unoccupied and has been fixed for certain vessel, the vessel wi? 
boarded by a Mooring Master in the anchorage area providing tha® 
vessel in all respects ready to commence discharging her cargo 
NOR tendered by the Master concerned will be accepted at the 
the Mooring Master boards. 

Anchoring: A vessel which has to anchor on arrival due to 
circumstances has to inform Balantang Base (VHF Channel 16) °* 
exact time of arrival at the port. This is important for adjusting ® 
acceptance of the NOR tendered, providing: , 

1. It is within daylight, i.e. 0600 to 1800 hrs. local time. The NOR 
considered to be accepted at the time the Mooring Master bo 
Should the vessel have been at anchor, NOR is also accepted #2" 
time the anchor is aweigh providing the Mooring Master is a 
onboard the ship. 

2. It is not a public holiday or Sunday, unless the vessel is a 
handled on that day. 

3. The port is still open. 

In addition to the above conditions, vessels arriving #’ 
unreasonable time ahead of their last signalled estimated time 0! 
will not be accepted. f 
Exact Time of Arrival: It is stressed that every Master has to adv 
Port Control of his exact time of arrival to avoid unfavourable situs 
Work Crew Service: Mooring and unmooring, lifting, 
connecting and disconnecting hoses will be done by a t 
crew under the direction of the Mooring Master. Assistance from 
personnel in operating windlasses, winches etc., will be requ 
Tanker Engines and Hose Lifting Derrick: ey bs open ¥ 
vessels must keep engines on stand-by during their stay in pa 
No repairs to main engines may be undertaken while in berth. , 
must be kept on deck winches in case adjustments to mooring ine 
found necessary. Ship's booms and deck winch must be 
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with a SWL in conformance with table shown on Page C2 of 
we C to the International Oil Tanker and Terminal Safety Guide. 
anaes inadequate hose lifting equipment will be rejected. 
1S ery vessel which berths at the buoys shall remain under the 
. wm of the Master who will take all steps necessary to preserve the 
_ ™* and security of such vessel, crew and terminal personnel who 
ward in the execution of their various duties. 
_ Master of every vessel at anchor in the designated anchorage or 
to the mooring buoys shall ensure that all parts of the vessel 
ee ynich any person may be lawfully required to proceed are properly 
ra easy means of access shall be provided to every vessel 
yenor and at the mooring buoys and such access shall be adequately 
: ed between sunset and sunrise. 
Wo person(s) shall be permitted to board or leave the vessel other 
san by the gangway or other proper means provided for the purpose. 
te Mooring Master may require the vessel to unmoor at any time 
’ necessary for the safety of the vessel or the moorings or both 
or infringement of Port Regulations. be 
“satisfactory conditions will be reported to the company's Logistic 
sgenntendent, who is empowered to reject a vessel for future calls 
- pless the reported deficiencies have been remedied. 
Sufficient crew members must be immediately available at all times 
yassist with any or all operations on board the vessel at the terminal. 
AL: Treatment possible at the Nickel Projects Hospital at 
syako, about 60 km. from Malili. Clinic at Malili available for 
anergencies. 
sRESH WATER: Not available. 
FUEL: Not available. 
CONSULS: None. 
REPAIRS: No facilities. 
wSTOMS ALLOWANCES: Cigarettes, cigars, tobacco, matches, 
onts, wine, beers, perfume, arms, ammunition and possibly other items 
swe to be locked up under Customs and sealed from time the ship 
snves in port until she leaves territorial waters. 
fach person is allowed to bring in 200 cigarettes or equivalent in 
vans of tobacco or cigars. Special allowances are made for the Master 
der special circumstances. The Customs officials will seal the stores. 
fEPATRIATION: Crew changes especially foreign crew are difficult to 


iRPORT: P.T. “Inco” operate a charter flight between Malili and Ujung 
*andang (formerly Makassar) once a day with a Twin Otter aircraft, 
‘yng time 1 hour. 

SERVICES: Provisions and stores not available. 

GARBAGE DISPOSAL: No service available. 

WASTE OIL DISPOSAL: No service available. 

SEAMAN'S CLUBS: None. 

GENERAL: Chart: Chart for the area is the Republic of Indonesian Chart 
io. 319 (The Gulf of Bone). 

‘eilities: Malili Port is a special port for handling incoming cargo(general 
«go, sulphur and coal in bulk, diesel oil tanker, high sulphur fuel oil 
wker) and for an out going cargo(final product “Nickel Matte”). 

Pulnco is only authorised to handle discharging/loading by Company's 

sevedores and marine fleet facilities, as long as the cargo is to be for 
company's own purposes. Therefore, Pt.Inco is not allowed to handle 
‘go and other services for third party, even though all facilities are 
walable at Malili/Soroako. 
GENCY: Owners have to appoint one of the Indonesian shipping 
*ompanies as their general Agent for Indonesia. This shipping company 
"ithen appoint P.T. “Inco” to be their sub-agent for the Port of Malili 
dor Mangkasa tanker terminal to attend the arriving vessel. 

The agency appointment which should be confirmed by official 
‘mpany letter which has to be received at least 10 days prior to the 
ps arrival at Malili Port or Mangkasa Tanker Terminal to give the 
eral Agent a chance to arrange the necessary permits from the 
‘oonesian Government. 

NTHORITY: P.T. International Nickel Indonesia, 18th Floor, Antara 
wulding, JI. Medan Merdeka Selatan No. 17, P.O.Box 2799, Jakarta, 
‘onesia. Tel: (21) 3810800/03 (4 lines). Telex: 01-44757 Nikel la. 
“es: Internickel Jakarta. FAX: 021-3810804. 

alil/ Mangkasa/Soroako Office: P.T. International Nickel Indonesia, 
‘tll, Soroako 91984, South Sulawesi, Indonesia. Tel: (21) 374378, 
4\1) 318545. Telex: 01-46806 Inco Skoia. FAX: 021-3842413, 
42418. Contact: Captain J. Rusdadi, Superintendent-Logistics. 


WNTOK: 02.04 S. 105.10 E. 


XCUMENTS: 
"egister Book. 
\0ad Line Certificate. 
t Certificate. 
our Report. 
l0 Certificate. 
lonality Certificate. 
*ty Equipment Certificate. 
of Call List. 
imcan Peearance: 
es 
Heath Bok ayment. 


5 copies Crew List. 
pe Stores List. 

S Passenger List (if any). 
Navy Book ng ( y) 


Pon Manifest from every port. 


yaination Certificates. 
ading Custom paper from every port. 
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INDONESIA 


PILOTAGE: Not available. 
ANCHORAGE: Safe anchorage in 10 m. in position Lat. 02° 06’ S., 
Long. 105° 10’ E. 
RESTRICTIONS: None. 
MAX. SIZE: 2 m. draft at quay length 100 m., breadth 30 m. 
RADIO: Pangkalbalam Radio. Call sign PKC-7. 
TUGS: 7 tugboats available for communication between shore and 
ships, with capacity 340 h.p. each. 
BERTHING: Anchorage 165° Tg. Kalian, 2 miles from shore. Only small 
vessels draft 7 ft. alongside quays. 
19 barges with capacity 100 tons — 200 tons available for cargo 
operations. 
STEVEDORES: Ordered by Agent. 
MEDICAL: Facilities available. 
TANKERS: No facilities. 
FRESH WATER/FUEL: Not available. 
CONSULS/REPAIRS/DRY DOCKS: None. 
CUSTOMS ALLOWANCES: 200 cigarettes per man; 1 bottle per man. 
AIRPORT: None. 
HOLIDAYS: On Moslem holidays, no cargo work. 
SHORE LEAVE: After receiving permit issued by Chief of Police. 
IDENTIFICATION CARDS: Not necessary. 
pap alo tas Customs, Harbour Master, Police Maritime, visit ship 
on arrival. 
DELAYS: Delays due shortage lighter space. 


NUNUKAN: 04.05 N. 117.37 E. 


PILOTAGE: Pilotage is compulsory. 

ANCHORAGE: Vessels anchor in position 03° 59’ 15" N., 117° 57’ 45” E. 
RADIO: Tarakan Radio Station (See “Tarakan’”). 

TUGS: No tugs available. 

BERTHING: Wooden pier length 60 m., width 12 m. and depth alongside 
3.5m. 

Storage: There is a godown and open storage is also available. 
STEVEDORES: Available from labour pool. 

FRESH WATER: Not available. 

FUEL: Not available. 

REPAIRS: No facilities available. 

GENERAL: Barges: Not available. 


PALEMBANG: 02.59 S. 104.45 E. 


DOCUMENTS: Upon arrival ships have to fill in the following Forms: 

Harbour Report obtainable from the boarding Pilot, or from the 

Harbour Master. 

Pilot's Certificate. 

Upon arrival vessels have to produce the following Certificates and 
Documents, which will remain in the Harbour Master's custody until 
cleared: 

Nationality (Registry) Certificate. 

Seaworthiness Certificate. 

Measurement (Tonnage) Certificate. 

Derat (Exemption) Certificate. 

International Load Line Certificate. 

Safety Certificate (passenger ships). 

Safety Equipment Certificate (cargo ships). 

Safety Radio and Radiotelephony Certificate (cargo ships). 

Certificate of Approval (ship's radio station). 

Health Book or Bill of Health. 

Last Port Clearance. 

Subscription of Light and Harbour Dues and whartage if any. 

10 copies Crew List. 

6 copies Passenger List. 

2 copies Ship's Articles. 

2 copies Stores List. 

Manifests. 

Bills of Lading. 

Maritime Declaration to be completed by Master upon arrival, 
obtainable from boarding Quarantine officer, or via Agency. 
ARRIVAL: 2 days before arrival of vessel, the ship's Agent has to inform 
the Port Administration, by completing appropriate forms. Copies of 
completed forms must also be submitted to the Harbour Master, Port 
Health Service, Immigration, Customs and Security for preparations of 
services. 

Agent/Owners to advise Port Administration (Pilot Division) of vessels 

arrival 24 hours in advance. 
PILOTAGE: Compulsory, consisting of Outer (River) and Harbour Pilot. 
Applications should be cabled to pilot vessel via Palembang Radio 
Station. Pilot vessel located at station position Lat. 02° 11'08"S., 
Long. 104° 57’ 08” E. 

The Pilot may berth the vessel on request of the ship’s Agent only 
after obtaining clearance from the Port Administrator, Harbour Master, 
Port Health Service and Immigration (foreign vessels only). 
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Vessels arriving in afternoon and unwilling to navigate the river in 
darkness should not hoist the pilot signal. The signal station is at the 
aforementioned pilot vessel, which answers the pilot signal as follows: 
By night: 

A flare-up light slightly over the railing, or waving with a white light 
means: Pilot will soon board the vessel. 1 red light vertical over a white 
light means: No Pilot available, vessel allowed to proceed until Pilot is 
met. 

By day: 

1. The international flag signal KYS from the International Code of 
Signal meaning: Pilot unable to attend due to motor defect or heavy 
seas. The Pilot can be picked up by ship's motor-boat. 

2. The flag signal KKO meaning: No Pilot available, vessel allowed 
to proceed until Pilot is met. 

Use of Harbour Pilot in Palembang is compulsory. 

ANCHORAGE: Musi Bar: anchorage position Lat. 2° 08’ 30” S., 

Long. 104° 58’ 30" E., in depth of 9 fathoms, used for topping up ocean 

tankers from river craft. 

RESTRICTIONS: Palembang is 54 miles upstream. The main entrance 

is the River Arun between Tg. Tjarat and Tg. Gedeh. 

Depths from sea to Palembang/Musi River: 
Sungai Lais 53 Dm. 
Kumbang Merah 49 Dm. 
Selat Djaran 49 Dm. 
South part of Pulau Ayam 54 Dm. 
Parit XIl 54 Dm. 
South of St. Pandan 56 Dm. 
Tanjung Carat 50 Dm. at mean level. 

South of Pulau Payung 56 Dm. at mean level. 

Incoming ships have priority in passing the Outer Bar from 2 hours to 
1 hour prior to HW. From 2 hours to 45 minutes prior to HW, outgoing 
ships have to wait between Tangjung Gedeh and Tandjung Tjarat. 

Channel East of Pajung for incoming ships. 

Channel West of Pajung for outgoing ships. 

MAX. SIZE: Max. length 185 m. Max. draft 7.5 m. 

HEALTH: Vessels arriving from abroad have to apply well in advance 

from the Department of Health (Quarantine Section) for a provisional 

Free Pratique, as said Pratique has to be cabled to the port. The 

provisional Free Pratique is only valid for this port, the next port of call 

must be a First Class Port as no further provisional Free Pratique will 
be issued, unless the vessel sails directly abroad. 

RADIO: Palembang Coastal Radio Station. Call sign PKC. 

Working Frequencies: 500/448 kHz, 8437 kHz, 2182/2690 kHz, 

8,808.8 kHz. 

VHF Channel 16, 20, 22, 26 and 28. Time operating (local time) 0700 — 
1330, 1500 — 1730, 1900 — 2100 hrs. 


at mean level. 
at mean level. 
at mean level. 
at mean level. 
at mean level. 
at mean level. 


VHF: 
Harbour Master Channel 14 
Pilot Channel 12 — 14-16 
Port Operations Channel 12 — 16 
Safety/Security Channel 09 — 12 — 16 


TUGS: Vessels over 60 m. length are required to use at least 1 tug. 
3 tugs available, 1,700 h.p. — 1,800 h.p. 2 fire-fighting tugs at Pertamina, 
750 and 850 h.p. 

BERTHING: Boom Baru: Concrete Wharf, length 630m., depth 
alongside 7 m. at LWS. 

Fertiliser Whart: 


PUSRI | Length 125 m. Depth 6 m. 
PUSRI II Length 100 m. Depth 6 m. 
PUSAI III & IV Length 280 m. Depth 7 m. 


Also see “Plaju”’. 

CRANES: Palembang: (Mobile cranes). 1 at 7 tons capacity, 1 at 
10 tons, 3 at 15 tons, 2 at 18 tons, 1 at 25 tons and 1 at 30 tons. 

There are 18 fork-lift trucks available, capacity 2 tons — 15 tons. 
Pusri: 2 mobile cranes, capacity 5 & 7.5 tons. 3 shore cranes, capacity 
25, 40 and 100 tons. 

MEDICAL: Hospital and First Aid available. 

TANKERS: Pladju Terminal (Right Bank): Downstream of Harbour 
Board quay operated by P. N. Pertamina Unit Il (Pladju) (ex-Shell). Also 
see “Plaju’’. 

Sungai Gerong Terminal (Right Bank): Downstream of Harbour Board 
quay, operated by P. N. Pertamina Unit Il Sungai Gerong (ex-Stanvac). 
Also see “Plaju”’. 

STEVEDORES: According to the requirements of the vessel concerned, 
labourers are requested from the U.K.A. (Port Labour Pool). 

The usual working hours at the harbour are: 

Monday — Thursday 0800 — 1200 hrs. 
1300 — 1600 hrs. 


Friday 0800 — 1100 hrs. 
1300 — 1600 hrs. 
Saturday 0800 — 1200 hrs. 


1300 — 1400 hrs. 

Overtime is allowed on request. 
DENSITY: 1000. 
FRESH WATER: Piped water supply is at 15/20 t.p.h., and through water 
ne is at 50/60 t.p.h. Water barge capacity 100 tons. 
FUEL: Obtainable from Pertamina provided payment is arranged in 
advance through Head Office in Jakarta. Delivery by pipeline or barge. 
REPAIRS: Facilities available. 
PORT SECURITY: Maintained by members of the Indonesian Armed 
Services, usually, Police, Navy or Marine and Army. Crew members 
should be in possession of a shore pass issued by the Port Authority, 
accompanied by an identification card when leaving or entering the 
quences gates of the Port Area. Shore passes can be obtained via the 

encies. 
CUSTOMS ALLOWANCES: 200 cigarettes or 50 cigars or 100 grams 
of tobacco. There is no alcohol allowance. 
REPATRIATION: A valid document is needed. A re-entry permit from 
the country concerned is sufficient, if there is no passport available. 
AIRPORT: Talang Betutu Airport is approximately 12 km. from the port. 
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TIME: The Port is located in the zone of Western Indonesian y 
which is based on the time at the meridian of 104° 46" 3g. 
Longitude. & 
POLICE/FIRE/AMBULANCE: Security — 22386, Fire 20451/27% 
Ambulance 22531. 
IDENTIFICATION CARDS: Crew members having no Passpeyi 
required to carry a Seaman's Identification Card (S.1.C.). A re-enty « 
country if there is no S.1.C. ® 
CUSTOMS/NAVY REG.: Upon vessels arrival/departure, Boarding te» 
will come on board consisting of: 

2 Navy Officers. 

2 Customs Officers. 

2 Health Officers (in case vessels coming from infected Ports 

abroad). : 
2 Immigration Officers (in case vessels coming from abroad ony 
3 Clerks from Agents. 


No allowed on board until this team declares the vessel Clears: 
AUTHORITY: Port Administrator. 


PANARUKAN: 07.42 S. 113.56 E. 


DOCUMENTS: 

Port Clearance. 

5 B/Model/Customs Clearances. 

Customs papers. 

Stores List. 

Crew List. 

Passenger List. 

Light Dues Certificate. 

Seaman's Book and Health Certificate. 

Ship's Registry. 

Load Line Certificate. 

Safety Radio Certificate. 

Derat Certificate. 

Certificate of Nationality. 

Tonnage Certificate. 

Suez Canal Certificate. 

Dispensation for Deck and Engineer Officers. 
PiLOTAGE: Not available. 
ANCHORAGE: With bearings: Patjaron Hill, 275°; white light, 128° % 
light, 187°. This anchorage leaves ship 300 m. from 20 m. line andow 
500 m. from 7.5 m. patch. 
RESTRICTIONS: No restrictions, vessel may enter and leave pot: 
any time. 
MAX. SIZE: In anchorage position draft permissible up to 15 m. 
HEALTH: Pratique will be arranged by Lge and especially if the oy 
is just coming from a country suspected of special disease or lee 
otherwise Pratique is automatic and a quarantine doctor boards. 
RADIO: (a) Coastal station: Call sign, PKD 2; medium wave, 500 
WF, 474 kHz; working hours GMT, 2400-0100 hrs., 0400-0500 hs 
(b) Fixed station: Call sign, 8 AD 3; short wave, 8 MHz; working hos 
GMT, 0100-0400 hrs., 0500-0600 hrs. 
TUGS: Tugs join vessel at anchorage position. Vessel can use ty) 
lines and the Agent will arrange. Usual charge for use of tug’s lines 
BERTHING: There are no berths alongside. 
STEVEDORES: 24 hours before ETA advice needed to —— gay 
MEDICAL: Hospital facilities available, vaccination/fever Certi 1 
crew can be issued by authority. 
FRESH WATER: No facilities. 
FUEL: No facilities. 
CONSULS: No local representation. 
REPAIRS: No facilities. 
GANGWAY/DECK WATCHMEN: Available. 
OPENING/CLOSING HATCHES: Carried out by stevedores. 
CUSTOMS ALLOWANCES: No restriction as long as goods reman? 
board ship. 
CARGO GEAR: All gear supplied by stevedores except rain tent 
TIME: GMT plus 7 hours. 
HOLIDAYS: Sundays, 1st January; 17th February; 9th March; 7th Mé 
18th May; 15th August; 17th August; 28th September; 30th Novert® 
ist December; 25th December. Work cannot be arrange * 
17th August and 30th November but on other holidays cargo wor ® 
be arranged. 
SHORE LEAVE: Can be arranged. 
IDENTIFICATION CARDS: Needed if crew going ashore. 


PANGKALAN SUSU: 04.07 N. 98.12 E. 


DOCUMENTS: 
12 copies Crew List. 
12 copies Passenger List. 
3 copies Cargo Manifest. 
3 copies Ship's Stores List. 
3 copies Crew Personal Effects List. 
1 copy Maritime Declaration of Health. 
1 copy Clearance from Last Port. an 
PILOTAGE: Compulsory. Sea pilot boards in position © 
04° 12’ 00"N., Long. 98°23’ 10” E. Pilot requires 10 hours 
arrival and 5 hours notice of departure. 
RESTRICTIONS: Daylight berthing and unberthing only. 


giZE: Max. permissible size at the SBM is 100,000 d.w.t. 

Oo OA 275 m. Depth of water 22 m. 

Ww. pangkalan Susu Radio. Call sign PKB-2. 

“chamels 16, 12, 19, 24 and 29. 
* Tugs and mooring boats available. 
Erne: SBM: The buoy is located in position Lat. 04° 13’ 05” N., 
° 24’ 30" E. 

ung _tiellveal There are 3 inshore wharves with depth alongside 
tom at LWS. Max. d.w.t. 3,500. Max. LOA 90 m. — 95 m. 

ie NG: SBM: Crude oil is loaded at a rate of 2,000 k/I.p.h. through 
“in. hose. Storage capacity for crude oil is 119,528 k/I. 

‘vg wharves: Wharf A-B: Crude oil is discharged at a rate of 
sxip.h. through 16 in. hose. MSD is loaded at a rate of 15 k/I.p.h. 
seugh 1X4 in. hose. E 

whart C: Asphalt is loaded at a rate of 30 t.p.h. through 16 in. hose 
od BFS is discharged at a rate of 50 k/I.p.h. through 1 <6 in. arm. 
har D: LPG is loaded at a rate of 300 k/I.p.h. through a loading arm 
yo 4in., 6 in. and 8 in. reducers. 

tank storage at Inshore Wharves: Asphalt 7,792 k/l. MSD 1,000 k/l. 

‘AL: First-aid clinic available. 
: 1020-1025. 
meSH WATER: Not available. 
REL: Not available. 
ULS: None locally. 

yRPORT: Polonia Airport at Medan. 
nue: GMT plus 7 hours. 
sENERAL: Charts: Indonesian Chart No. 16 and British Admiralty 
ats No. 3574, 2777 and 1353. 
Soysions: Fresh and dry stores available. 
AGENCY: See “General” before first port. 


s#PMASTER’S REPORT: December 1978. 

ization of SBM: Lat. 04° 13’ 05" N., Long. 98° 24’ 30” E. 

seneral: Normally weather is fair with moderate variable winds. But from 
\vember to March there are very often very strong Northeasterly winds 
nether with heavy rain showers and thunderstorms. There are 2 tides 
: tay, following the coast-line. The current on flood tide sets from 
\uoy to S-buoy, the ebb tide sets from S-buoy to N-buoy. The depths 
snd the SBM inside of these buoys are between 18m. to 25m. 
\essels up to 100,000 d.w.t. are berthed at the SBM. The density is 
proximately 1023. 

for approaching B.A. Chart No. 1353 is used. The Operator of the 
‘yminal is Pertamina, Pangkalan Susu. 
\wigation: Agent in Pangkalan Susu is Pertaminaship. Cable address 
sPertaminaship Pangkalan Susu. ETA cables should be sent 72, 48 
nd 24 hours prior to arrival. First ETA should include the requested 
wg. Pangkalan Susu Radio belongs to Pertamina. Call sign is 
°kB 2". Frequency 6456.5 kHz, calling band 6 MHz. The working hours 
xe from 0700 to 1900 hrs. 

VHF Channel for calling (Susu Radio) Channel 16, working Channel 
2,19, 20 and 24 for information. No Radio Pratique. 

Onarrival vessel has to anchor 2 miles East of SBM. At the anchorage 
‘Pilot boards with the Loading Master and 7 crew, after the vessel is 
seared by the Port Authorities. All stay on board to assist berthing and 
mnecting cargo hose, and vessel has to supply food and 
sommodation. Regarding food — they are all very strict Moslems. They 
Wlalso stay until the loading operation is completed. 

Piotage is compulsory (Government Pilot). A vessel will berth only 
tong daylight, but unmooring day and night. After which the vessel has 
Sanchor to await cargo papers. 

/essel must arrive with sufficient clean ballast for berthing at the SBM. 
*ot ladder only is required. 

Zerthing at the SBM is normal SBM procedure with messenger rope 
‘nthe vessel to pick up 1 rope only from the SBM. Then 3 ship ropes, 
488 going from the vessel to the SBM and then back to the vessel 
‘2n. During the vessel's stay at the SBM one tug is made fast with 
‘eship's rope aft and the tug keeps the vessel clear of the SBM. 

48 Three tugs are used as follows: 

‘tug 300 h.p. for floating hose. 

‘tug 300 h.p. for line handling during mooring. 

ug 1,700 h.p. for towing the vessel off the SBM and keeping her 
clear during the whole operation. 
turbine vessels have to run their turbine with 3-5 revs astern 
ha) their stay at the SBM and the tug aft. 

*aves/Buoys: SBM Pangkalan Susu is situated at Lat. 4° 13’ 05” N., 
4, Long. 98° 24’ 30” E. and has a diameter of 15 m. and a height of 
.'m. The buoy is an orange colour and has a red light with 3 long 
“8s, also 1 floating hose with 12 in. diameter. The SBM is used for 
“eet production of Katapa Crude and North Sumatra Crude. Four 
‘ are situated around the SBM within 1,000 m. of the SBM. Their 

oa are as follows: 


"Buoy Lat. 4° 13’ 38.5” N., Long. 98° 24’ 30” E. 
S'-Buoy Lat. 4° 12’ 40.0" N., Long. 98° 24’ 30” E. 
E'-Buoy Lat. 4° 13’ 04.0" N., Long. 98° 25’ 30” E. 
W’-Buo Lat. 4° 13’ 04.0" N., Long. 98° 23’ 57” E. 


Au depth of water is between 18 m. and 25 m. in this area. 

"® GMT plus 7 hours. 

818 Dockyaras: No repairs possible. 

: bles/Service: Provision supply possible. But no bunkers, water, 
b niabie Certificate, no Consuls, crew change or medical treatment 


*90 Operations: Terminal Operator is Pertamina, Pangkalan Susu. 
information can be received on Channel 19. Other information 
btcan nel 16 (Susu Radio) 19, 20 and 24. Loading rate 2,000 t.p.h., 
hex be reduced to 1,600 cu.m. when necessary for topping tanks. 
Zin. Cargo hose is connected from SBM to ship's manifold, for 

SW , Ship's derrick is used on portside with minimum 5 tons load 
Seven crew with Loading Master assist for connecting the hose. 

One API=50.0 Temp.=85°F 

Nour and again half-hour before completion of loading the 
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Loading Master is to be informed. He will then stand by for stopping the 
cargo. All papers are typed on board the vessel and vessel has to supply 
typewriters, two if possible, to reduce the waiting time. After completion 
of loading the vessel will anchor about 1 mile off the SBM to wait for 
the cargo papers to be completed (about 2 to 3 hours). 
Rescue/Distress: No salvage or Coast Guard available. 

Port Authority: The vessel has to anchor about 2 miles off the SBM and 
the Custom Officials, Immigration, Quarantine Officer and Agent will 
board the vessel at the anchorage, about 12 persons in all. The 
authorities also clear the vessel if she is also bound for Kuala Beukah. 
For clearance the following are requested: 

12 Crew Lists; 2 Vaccination Lists; 3 Stores Lists; 3 Crew Effects 

Lists; 1 Health Declaration; 1 Ship's Health Book for Indonesian Ports 
only, if not on board it will be issued by the authorities. 
Approaches: The approach is very easy. The coast line gives a very 
good picture on the radar for navigation. But it is very difficult to pick up 
the SBM on the radar due to many fishing boats and fishing houses. 
The fishing boats will also interfere with the approach, especially during 
the night, many of them are showing no lights, until the vessel is very 
close. 


AUTHORITY: Operator: Pertamina, Pertamina P&T, Daeran Sungagut, 
Pangkalan Brandan, Indonesia. Tel: (62-61) 373657. Telex: 51794 
Perta PBO. FAX: (62-61) 322688. 


PANGKALBALAM: 02.06 S. 106.08 E. 


DOCUMENTS: 
Health Documents: 

Maritime Declaration of Health. 

Derat Exemption Certificate. 

Vaccination Certificates. 

Crew and Passenger List. 

Health Book. 

(a) Port Health Measures: The Port Health Service is responsible for 
the protection of the port against the introduction or dissemination 
of quarantinable diseases. This responsibility is based on: 

1. The National Quarantine Law. 
2. The National Epidemiological Law. 
3. International Health Regulations. 

(b) Vaccination/Immunisation: 

Vaccination and Immunisation against cholera can be carried out 
by the Port Health Service. Yellow Fever prevention is carried 
out by the Port Health Service and General Hospital. 

(c) Extermination of rats is carried out by the Port Health Service at 
the expense of shipping Agent. 

Certificates: The Ship's Certificates should be delivered to the Harbour 
Master through the Agent. 

The certificates will be returned to the ship's Master prior to the ship's 
departure. 
Ship's Manifest and Bill of Lading: The copy of the ship's Manifest 
should be delivered to the Port Administration through the Agent. 
Ship's Arrival/Departure: 

(a) Two days before arrival of vessel, the ship’s Agent has to inform 
the Port Administration, by completing appropriate forms. Copies 
of completed forms must also be submitted to the Harbour Master, 
Port Health Service, Immigration, Customs, and Security for 
preparation of services. 

(b) Before departure Port Clearance is issued by the Harbour Master, 
after Clearance has been obtained from Customs, the Port Health 
Service and Immigration. 

Immigration: Vessels carrying passengers arriving at Indonesian ports 
from abroad should have to show the “N” flag. 

The Master is required to furnish the boarding Immigration Officer with 

a Passenger List showing the names of all on board and classified as: 

(a) Disembarking passengers. 

(b) Transhipment passengers. 

(c) Through passengers (from abroad to ports outside of Indonesia). 

PILOTAGE: Not available. 

ANCHORAGE: Safe anchorage at green buoy, 10 m. Anchorage area: 
Lat. 02° 04’ S., Long. 106° 14’ 30” E. 

RESTRICTIONS: No anchoring at Eliot (red buoy). 

MAX. SIZE: Length 140 m., breadth 30 m. Only vessels with draft of 
8 ft. allowed to discharge alongside the quays. 

RADIO: Coastal Radio Station Pangkalbalam Radio, call sign PKCS5. 
Time Schedule: 


(See Plan) 


Frequencies Working Times 
2182 kHz Al 0000-0100 GMT 
2690 kHz 0300 GMT 
2090 Rx 0600 GMT 
2075 Rx 0000-0600 GMT 
2085 Rx 
2100 Rx 
2638 Rx 


Channel 16 VHF. 
VHF: Channels 16, 15, 10, 20, and 22. 
TUGS: 4 tugboats available, owned by P.N. Djakarta Lloyd, P.T. 
Samudera-indonesia, and P.T. Peini for communication between shore 
and ships. Capacity 150 h.p. — 350 h.p. 
BERTHING: First Wharf: Length 60 m. Depth 1.65 m. at LWS. 
Second Wharf: Length 60 m. Depth 1.65 m. at LWS. 
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CRANES: 2x10 tons (Port Authority), 4x10 tons and 1x4 tons 
(Private), All mobile cranes. 

Port Authority has 22.5 ton fork lift trucks. 22.5 tons (Private) also 
available. 

STEVEDORES: Ordered by Agent. Rates 15/20 t.p.h. per gang. 
MEDICAL: First aid available at the scene of accident. Medical treatment 
or advice available regularly from the Port Health Service. Hospitalisation 
available at general and private hospital at Pangkalbalam. 

FRESH WATER: Not available. 

FUEL: Not available. 

CONSULS: None. 

REPAIRS/DRY DOCKS: None. 

CERTIFICATES: See “Documents”. 

CUSTOMS ALLOWANCES: Customs Regulations: Ports in Indonesia 
are divided into: 

(a) Sea Ports, i.e. ports at which foreign vessels may call without a 
“Flag Dispensation” from the Ministry of Communications 
(Directorate General of Sea Communications) and the Ministry 
of Finance. (Concerning the import and export of goods). 

(b) Coastal Ports at which only vessels flying the Indonesian flag 
may call according to the Regulations. 

The Port of Pangkalbalam is a Sea and Coastal Port. Vessels 
unloading and inrioy J cargoes have to get a Customs Permit. The Cargo 
Manifest, the Ship’s Stores List and the List of Crew's Belongings have 
to be delivered to Customs within 48 hours. 

Tobacco Allowance: Each crew member is allowed to carry 200 
cigarettes or 100 grams of tobacco ashore without paying import duty. 
Alcohol Allowance: There is no allowance for aicoholic drinks. 

Other Commodities: Maximum value of U.S.$100. 

Each crew member is allowed to bring in goods for personal use up 
to maximum value of U.S.$100. 

REPATRIATION: A valid document is needed, entry permit from the 
pret concerned is sufficient, if there is no passport available. 
AIRPORT: Pangkalpinang 14 km. Regular flights to Jakarta and 
Palembang every day. 

HOLIDAYS: On Moslem holidays, no cargo work. 
POLICE/AMBULANCE/FIRE: Police 386 LB; Ambulance 444 OTM; 
Fire 326 LB. 

SHORE LEAVE: After permission by Chief of Immigration. 
IDENTIFICATION CARDS: Crew members having no passport are 
required to carry a Seaman's Identification Card (S.1.C.) 
REGULATION: Every ship on arrival must be passed by; Customs, 
Harbour Master, Maritime Police, Health service and Immigration Chief. 
DELAYS: Due shortage of lighter space. 

AUTHORITY: Pangkalbalam Port Administration, Jl. Yos Soedarso, 
Pangkalpinang, Indonesia. Te/: 21736, 21737. Contact: Mr. Soenaryo, 
Port Administrator. 


PANJANG (Lampung), Including Tarahan: 
05.28 S. 105.19 E. (See Plan) 


aon The Southern limit of the port is along the parallel 
5° 34'S. 
DOCUMENTS: 
Quarantine: 
Vessels arriving from abroad have to hoist “Q” flag on arrival until 
boarded and released by Quarantine Officer. 
Documents which have to be prepared: 
Declaration of Health. 
Derat (Exemption) Certificate. 
Valid International Vaccination Certificates. 
Crew and Passenger Lists showing the validity dates of above 
certificates. 
Immigration: 
Immigration, Crew and Passenger Lists. 
Crew/Passengers to be cleared. 
Customs: 
General Declaration of Cargoes Aboard Ship. 
(Copies of each Manifest). 
Crew/Passenger Lists and Personal Effects Lists. 
Ship's Stores List. 
Clearance from Last Port. 
Harbour Master: After having filled Harbour Report (handed to Harbour 
Master's Office or Boarding Agent), ships have to prepare the following 
documents to be kept in custody of Harbour Master during ship's stay 
in port. 
Nationality (Registry) Certificate. 
Derat (Exemption) Certificate. 
International Load Line Certificate. 
Safety Certificate(Passenger Ship). 
Safety Equipment Certificate (Cargo Ship). 
Safety Radio Telegraph/Telephony Certificate, and Ship's 
Radio-Station Certificate. 
1.0.P.P. (International Oil Pollution Prevention) Certificate. 
Declaration of Health. 
Last Port's Clearance. 
Subscription of Light and Harbour Dues and wharfage. 
Crew/Passenger List. 
APPROACHES: Navigational Report: Approaching Panjang there are 
numerous small fishermen's houses built on bamboo sticks at sea, some 
without lights. Therefore approaching or sailing from Panjang at night 
time should not be attempted. 
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as 
Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle, 


PILOTAGE: Compulsory for vessels of 70 g.r.t. and over. Pilots 
Government Service. Pilot signals according the International o."! 
Signals. Boarding area is on the outer (West) side of a line o 
which extends from South to North on the West of the harboy; 
Pilot (7) can be ordered from the Port Administration via ship's ba 
not less that 8 hours prior to berthing, and 4 hours prior to 

and shifting. Uunbetiy 

Pilotage information can be obtained from the Pilot Radio 
Panjang Pilot/Panjang Radio/PKC9. VHF Channels 12 and 14, Oper 
daily from 0030-1200 GMT. Pilotage available throughout 24 houry 
ANCHORAGE: 

(a) Areas: Kunyit Lighthouse bearing 345° x 2 miles. 
(b) Anchorage position for vessels awaiting a Pilot: 
Between (A) Lat. 05° 28’ 20” S., Long. 105° 17’ 00" E. 
(B) Lat. 05° 28’ 20" S., Long. 105° 17’ 40” E. 
(C) Lat. 05° 29’ 30” S., Long. 105° 17’ 00" E. 
(D) Lat. 05° 29’ 30” S., Long. 105° 17’ 40" E. 
(c) Depths: 22.0 m. (72.6 ft.). 
(d) Largest Vessel: Max. deadweight 40,000 tons. 
Max. draft 10.5 m. 
Max. length overall 200 m. 
MAX. SIZE: Max. draft 9.5 m. 
HEALTH: During the time that the “Q” Flag is flying no one is 
to board or leave the vessel, except with the permission of the boars 
Quarantine Officer. 
Also see “Documents”. 
RADIO/VHF: 

(a) Coastal Radio Station, Panjang Radio, call sign PKC4. 

Frequencies: 4396.6, 430 and 450 kHz. 

(b) Pilot Radio Station/Panjang Radio/PKC9, working hours: 

Channel 12 and 14: 0030 — 1200 GMT. 
Vessels are requested to report correct ETA to Pilot Radio Sta» 
2 or 3 hours before arrival and inform the ship's particulars as folog 
Name and Nationality of the vessel. 
LOA, g.r.t., draft. 
Last Port and Next Port of Call. 
TUGS: It is compulsory for ships with a length of 70 m. and over tow 
tugs in berthing and unberthing operations. 
he port owns 3 tugs of 978 h.p. — 1,700 h.p. 
BERTHING: 

Quay A on the South side, length 172 m., depth 8.5 m. LWS. 

Quay B on the East side, length 210 m., depth 6.5 m. LWS. 

Quay C on the West side, length 138 m., depth 4.5 m. LWS. 

Quay D on the North side, length 486 m., depth 12.0 m. LWS. 

Ro-Ro Berth, length 20 m., depth 9.0 m. LWS. 

Private Wharves: 

Pertamina Oil Jetty (2 units): Depth 5.50 m. LWS. 

Single Palm Oil Jetty (1 unit): Depth 8.00 m. LWS. 

PTP Palm Oil Jetty (1 unit): Depth 7.00 m. LWS. 

PTP Andatu Lestari Wharf: Length 75 m., depth 8.00 m. LWS. 

Tarahan Wharf: Length 174 m., depth 12.00 m. LWS (See below 

Ocean vessels can also be berthed at 3 buoys in the inner be 
(harbour). 

Tarahan: Terminal is one mile to the South of Panjang, operated by?’ 
Tambang Batubara Bukit Asam. Berth length 174 m., depth 120° 
distance between dolphins 240 m. Max. size: 40,000 d.w.t. Max. 0 
179 m., max. beam 27 m., max. draft 8.0 m. Loading rate (# 
5,000 Wis 

LIGHTERAGE: 16 lighters available, capacity between 70 and 170 
owned by P.T. Pelabuhan Indonesia || and Shipping Agents, cat! 
hired for loading vessels at anchor or buoys. 

STEVEDORES: There are 1,300 registered labourers; working hw 
are 24 hours a day. 

Gang’s average capacity 21.46 t.p.h. for bulk cargo and 22.80)" 
for general cargo. Bag cargo 21.51 t.p.h., liquid cargo 112.73 tpn 

Also see “Cargo Gear’. 

MEDICAL: Medical attention can be arranged through the Agents. 
is a port doctor. The general hospital is in Tanjung Karang, about 3 
away, where sick crew members may be hospitalised. 
TANKERS: See “Berthing”. 

FRESH WATER: Supply is handled by P.T. (Persero) Pelav® 
Indonesia II to the wharves through pipelines. All berths fitted with ® 
water connections (6 hydrants). Capacity is normally about 72 tph* 
water barge available. 

FUEL: Bunkering only available at Wharf B. 

FIRE PRECAUTIONS: P.T. (Persero) Pelabuhan Indonesia |! na 
1 fire-fighting truck and 1 fire trailer. 

Smoking strictly prohibited in warehouses, inside the Pertamine/* 
on oil-jetty, and on board tankers. During the time a tanker is disc? 
fire extinguishers must stand ready on the pier. 

CONSULS: No local representation. 

REPAIRS: Minor repairs can be carried out. 

DRY DOCKS: None available. 

SURVEYORS: No Classification Society is represented at the p% 
GANGWAY/DECK WATCHMEN: None available. 
OPENING/CLOSING HATCHES: Opening and closing of ship's ha" 
is normally carried out by stevedores. 

CUSTOMS: It is strictly prohibited to take undeclared foreign 
ashore. It is recommended that Masters consult the Agent abos 
local prevailing Customs Regulations with regard to currency, 
spirits, etc., to prevent unnecessary difficulties and eventually ' 
CARGO GEAR: Loading and discharging effected by ships 

2 mobile cranes of 15 tons, are available from P.T. (Persero) ‘i 
Indonesia II, as well as 17 forklifts (between 2 and 15 tons) oWf® 
P.T. (Persero) Pelabuhan Indonesia || and shipping Agents. nf 
AIRPORT: Branti Airport situated about 34 km. from Panjang. 
(domestic) flights, Tanjung Karang-Jakarta v.v. 4 times daily. 
TIME: GMT plus 7 hours. 
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pays: Fixed dates are: New Year (1st January); Independence MAX. SIZE: 18,000 d.w.t., max. LOA 150 m. and max. beam 16.0 m. 


«7th August) and Christmas Day (25th December). Other holidays: Depth at L.W.S. is 5.5 m. 
erst of Muharram, Maulid of the Prophet Mohammad, 
or ay. Christ's Ascension, Mi'radj of the Prophet Mohammad and = RADIO/VHF: Plaju Radio on VHF Channel 9, 16 and 19. 
2 days). ms eae ; Plaju Radio (PKC-2): 
mCPIRE: Port security is maintained by the state police; tel: 31.228 Telephony stand-by on 4131 kHz. (working hours). 
; Police). Fire Brigade, tel: 31113 or 52.741. Telegraphy stand-by on 8364 kHz. (working hours). 
BEPHONES: No arrangement exists for placing telephone on board. 
gaviCES: Radar and radio repairs possible. BERTHING: 
ORE LEAVE: Crew members are allowed ashore. See “Shipmaster's Depth Max. Min. Max. 
sgot } ¥ Location at LWS d.w.t. LOA LOA 
SENTIFICATION CARDS: Shore passes needed, obtained via Agents. (m.) (m.) (m.) 
jARBAGE DISPOSAL: Not available. Sungai Gerong 
ste oy oy gm au available. a : : “ bed 50 160 
<AMAN' : F oO. A 18, - 160 
ARRENCY: Indonesian Rupiah (Rp.). U.S. 1.00 = Rp.2,118.00 ne 3 hea 18,000 50 160 
° jo. 4 6 18,000 28 160 
ans: eee expected delays due to shortage of berthing facilities No. 5 8.10 18,000 = 160 
weather. No. 6A 6.2 1,000 40 100 
SNERAL: The port's status is general exports (rubber, coffee, pepper, No. 6B 6.7 1,000 40 100 
cattle fodder, corn, etc.) Plaju 
- and nautical publications concerning this port are issued by PTA 5.0 6,000 as 
Charts ; 117 
se indonesian Naval Hydrographic Office (HIDRAL). No. 7 5.5 13,000 71 140 
"Government offices in the port (Except Customs) keep working No. 8 6.1 18,000 50 160 
«yas follows: Monday to Thursday 0730 — 1430, Friday 0730 — 1100, No. 9 7.9 18,000 50 160 
sara _ — 1330 (Customs 0700 — 1600). ae 10 6.3 18,000 50 160 
jod and Sea: jo. 11 7.2 10,000 - 145 
swamber — February Wind from W/NW/N: 0.5 — 0.8 knots. No. 12 10.0 18,000 60 160 
Wave Height: 0.5 — 0.75 m. General cargo handled at Sungai Gerong at Berths No. 2 and 5 and 
ch - May Weve Height: Be = ti at Plaju at PTA and Berth No. 11. 
ye - August Wind from SE: 5.0 - 6.0 knots. LOADING: 
Wave Height: ; 0.5-—1.0 m. Shore Storage Tanks: 
solember - November Wind from SE/E: 0.5 — 0.8 knots. Oil Products Total Safe Capacity 
* Wave Height: 0.5-—1.0 m. (k/l) 
EVELOPMENTS: i 
4 Short Term Development Plan (up to year 1997): be cach Bwess 
Container wharf (300 m.) and gantry crane 45 tons capacity. Avgas 19.067 
Reconstruction of Wharf C and Wharf B. Super 98 201053 
Demolition of shed 004 and 006. Mogas 271.810 
New connection road (JI. Yos Soedarso — JI. Soekarno Hatta). Avtur 24280 
Dry bulk terminal. : 
Container yard expansion (up to 15 ha.). Maboee Uh od 
» Long Term Development Plan (up to year 2002): Diesel Oil 56.576 
Container wharf expansion (up to 450 m.). Fuel Oil 111.885 
seaend bert baianaidh abe 7,087 
Liquid bulk terminal. ke Pons 
Haws 8,564 
$WPMASTER’S REPORT: November 1987. Asphalt 9,158 
‘ehorage: Due to numerous fishermens’ houses on bamboo sticks in BFS 14,961 
*sgnated anchorage area, vessels can anchor at distance of about LSWR 130,994 
‘smiles to 1.0 miles West of reef that closes the port or South of Chemicals 12,059 
®sgnated diplalgerd area and more to the East of bay where no Slop Oil 6,000 
‘semens' houses observed. , , . F 
‘ehing: There are 2 berths on North side with depths of 9.4m. and Products Handled: Max. Pressure on all lines is 100 p.s.i. 
He aon BREE BOK ASO Cargo No. of Flange ae 
sngway/Deck Watchman: Available through agent and strongly ‘i ; 
summended due to the fact that many “stevedores” try to come on orth Handled Lines Diameter Maar 
pore by eee of stealing. Shore watchmen can distinguish the Sungai Gerong: (in.) (tp-h) 
june stevedores. ; 
asoms: Vessels are required to declare foreign currency. Bonded Berth No.1 Super 98 1 8 LA 250 
we is not sealed. Premium 1 BLA 350 
hwaways: Vessel should be checked for stowaways. maroeene ; ; ca 4 
»ve Leave: Extreme caution should be taken when going ashore as LSWR { BUA 400 
tee are sorbet attacks on crews, some resulting in killing of crew Crude Oil 1 BLA 600 
*nders. Stevedores/agents advise crew not to go ashore at night. Jet Fuel 1 BUA 300 
SIHORITY: Port Perum Branch Panjang, Directorate General of Sea Berth No.2 — Liquid Wax 1 6 UH 200 
‘munication, Communication Dept. (Lampung — Indonesia), Liquid Tel 1 4UH 100 
‘ ape tegprere Panjang, Panjang 35241, Indonesia. Crude Oil 2 8 UH 600 
Z 02, 31447, 31392. Telex: 27391. Cables: Adpel Panjang. rth No. 1 
“®act: Captain P. Siahaan, Port Administrator. Pe ike ous 1 tie oa 
Kerosene 1 8L/A 300 
A.D.O. 1 8UA 350 
Avtur 1 6 VH 200 
L.S.W.R 2 8 V/A-H 400 
cue Oil 2 8 UV/H 600 
EP.G: 2 3-2 L/H 20 
Jet Fuel 4 8 UH 300 
LAU ; : Berth No.4 Premium 1 8 VA-H 350 
(Sungai Gerong): 02.59 S. 104.50 E. (See Plan) Hideaki , aA 300 
“CATION: Port of Plaju/Sungai Gerong is located on the Musi River padi , ree oan 
| Sumatera, 60 miles from the Estuary. LS.WR 1 8 VA-H 300 
: une 59’ 05” S., 104° 50’ 05” E. (See Plan). Crude Oil 2 8UH 600 
mora J : 02° 59’ 00” S., 104° 49’ 00” E. (See Plan). LPG 2 3-2 UH 20 
os : Compulsory. Pilot requires 12 hours notice of arrival and Jet Fuel 1 8 V/A-H 300 
‘ep, Notice of departure. Requests to be made to Palembang Pilot 
WeHORang Radio on VHF Channel 16, call sign “PKC”. Berth No.5 1.D.0. 2 8UWH 350 
\G : The anchorage whilst awaiting River pilot is in position L.S.W.R. 2 8 WH 300 
2. 02° 1 > 
4 ans S., Long. 104°57'03"E. Crude Oil 2 8 UH 500 
toe ge as awaiting a berth is in position Lat. 02° 58’ 55” S., Berth No.6 Premium 1 6 UH 160 
IONS: In the long dry season (once in 3 or 4 years) It is Kerosene L 4 set 
2 (maximum visibility is 25 m). During this season navigation is on ADO. L bebe bat 
Ya) hie basis (one day for outward traffic and one day for inward Berth No.7 Premium 1 6 UH 160 
Wagon Order to avoid collisions. This regulation finishes when the rainy Kerosene 1 6 WH 160 
atives, A.D.O. 1 6UH 160 
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Average 
Cargo No. of Flange Transfer 
Berth Handled Lines Diameter Rate 
(in.) (t.p.h) 
Plaju: 
Berth No.7 Premium 2 8 WH 300 
Kerosene 2 BLA 450 
A.D.O. 2 8L/A 450 
1.D.F 2 8LA 600 
L.S.W.R.* 2 BLA 450 
H/L.S.F.O. 2 8 WH 450 
S.B.P. — X 1 8 WH 150 
L.A.W.S. 2 8 LV/H 150 
Avtur 1 8 WH 150 
Naphtha 1 8UWH 300 
Avigas 1 8 UH 100 
Crude 2 8 UH 500 
B.F.S. 2 8 V/H 250 
Mogs.Comp. 2 8UH 500 
Paraxylene 1 8L/A 750 
Acetic Acid 1 8L/IA 500 
Berth No.8 Premium 2 8L/A 300 
Kerosene 2 8LA 250 
A.D.O. 2 8LUA 250 
1.D.F 2 8UA 250 
L.S.W.R.* 2 BLA 350 
HI/L.S.F.O. 2 8 V/H 450 
S.B.P. — X 1 8 W/H 150 
L.A.W.S. 2 8 WH 150 
Avtur 1 8 LW/H 150 
Naphtha 1 8 L/H 300 
Avigas 1 8 W/H 150 
Crude Oil 2 8 UH 500 
B.F.S. 2 8 UH 250 
Mogs.Comp. 2 8UWH 500 
*LSWR lines at Berths No. 7 and 8 not operating since 1980. 
Berth No.9 Premium 2 8LA 300 
Kerosene 2 8L/A 450 
A.D.O. 2 8LA 450 
1.D.F. 2 8LA 600 
L.S.W.R. 2 8L/A 450 
H/L.S.F.O. 2 8 UH 450 
S.B.P. — X 1 8 UH 150 
L.A.W.S 2 8 VH 150 
Avtur 1 8 WH 150 
Avigas 1 8 UH 100 
rude 2 8 WH 500 
B.F.S. 2 8 UH 250 
Mogs.Comp. 2 8 WH 500 
Naphtha 1 8LA 400 
Berth No.10 Premium 2 8LA 300 
Kerosene 2 BLA 450 
A.D.O 2 8LA 450 
1.D.F 2 8L/A 600 
L.S.W.R. 2 8L/A 450 
H/L.S.F.O. 2 8 UH 450 
S.B.P. — X 1 8 WH 150 
L.A.W.S. 2 8 UH 150 
Naphtha 1 8L/A 300 
Avigas 1 8 WH 150 
Crude Oil 2 8 UH 500 
.S. 2 8 WH 250 
Mogs.Comp 2 8 U/H 500 
Asphalt 1 8L/A 300 
Berth No.12 L.S.W.R 1 8 UH 300 
Crude Oil 3 8 WH 500 


Berth No.12 not in operation since 1982. 
Note: L/A = Loading Arm. 
L/H = Loading Hose. 
MEDICAL: Hospital and Clinic available. 


CRANES: 2x25 ton mobile cranes for general cargo. 


FRESH WATER: Available at most jetties. 
FUEL: Available at certain jetties. 


FIRE FRECAUTIONS: No smoking or cooking or flames in open places 


on board the ship, barge or in dock area. 
CONSULS: None. 


REPAIRS: All types of deck and engine room repairs are possible. 
DRY DOCK: Available. Dry Dock: “Bagus Kuning” for small craft. 


Floating Dock: 100 tons lifting capacity. 
CERTIFI 
Harbour Master through the Agent. 


ity 
CATES: The Ship’s Certificates should be delivered to the 


telephone services for seafarers, church services, football Mak, 
arranged, postages facilities, etc., available at Plaju Port. Please om, 
agent for further information. 

CURRENCY: Indonesian Rupiah (Rp.). 

AUTHORITY: Pertamina Shipping & Telecommunication, Sy 


Certificate of Registry. 
Load Line Certificate. 
Safety Construction Certificate. 
Safety Equipment Certificate. 
International Oil Pollution Prevention Certificate. 
Safety Radio/Telephone/Telegraph Certificate. 
Ship's Manifest and Bill of Lading. 
Health documents. 
Customs documents. 
EMERGENCY COORDINATION CENTRE: 


Pertamina Harbour Authority: 25233, ext. 6345 / 2968 / 3018. 


Police: 25233, ext. 4244. 
Ambulance: 25233, ext. 2022. 
Agent: 25233, ext. 2019. 

Fire: 25233, ext. 131 /141. 
Pollution: 25233, ext. 4549 / 3325. 
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AIRPORT: Sultan Machmud Badaruddin |! Airport at Pp, 
approximately 20 km. from Pertamina Plaju Harbour. te 
TIME: GMT plus 7 hours (West Indonesian Time). 
TELEPHONES: Available at all jetties. 

BANKS: B.D.N. (Bank Dagang Negara), approximately 500m 


Pertamina Plaju Harbour. 


GARBAGE DISPOSAL: Not available. 

WASTE OIL DISPOSAL: Waste oil must be discharged to 
tanks. Shore tank capacity 6,000 ton. Available at Jetties No. ; Nh 
7, 8, 9, 10. Diameter of pipe 8 in., Pumping rate 200 — 300 tp) 


SEAMAN’S CLUBS: Seamen's club not available. Sound} 
available in Palembang, e.g. shop, dances, games, etc. | 


Sumatera Area, Jalan Beringin No. 1, P.O.Box No. 1, Plaju, | 

Tel: (0711) 377705, (0711) 21300. Telex: 27121 Ptamina Piz, 
Ptamina Sg. FAX: (0711) 21711. Contact: Captain D.Darmang, 
Manager. 5 


POLENG: 06.39 S. 112.55 E. 


SHIPMASTER'’S REPORT: April 1978. 


LOCATION: The Polen 


Terminal consists of the tanker “Lye 
moored stern first to an 


BS. The “Lynda” is a tanker of some 72) 


d.w.t. The position of the “Lynda” is 06° 38’ 42” S., 112° 55’ 23°£ 


PILOTAGE: Performed by the Master of the “Lynda”. 
ANCHORAGE: The anchorage position is anywhere North and Wer 


the “Lynda” distance 1 mile. The depth of water is 26 fathoms» 
9 shackles of cable is recommended. 


RESTRICTIONS: The “Lynda” is moored in 180 ft. of water and te 
is no restriction regarding the draft or the size of ship that shes 
accommodate alongside. 

RADIO: The Post and Telecommunications Department do not pe 


the use of the WT/RT on the “Lynda” so all ETA’s are sen; 


Pertaminaship Jakarta. 
Once the “Lynda” receives the ETA they then organise the ‘oper 
of the Port’ and the officials to clear the ship are ordered from Surety 


The usual documents are required and 2 Agents come out wih? 


Officials. 
VHF: The “Lynda” keeps watch on Channel 6 and only mow 
Channel 16 when a vessel is expected. 
BERTHING: The “Lynda” has 4 “Yokohama” type fenders on hery 
side for berthing. Six ropes are required at each end. Berthing sp 
side alongside. 

The “Lynda” is loaded direct from the well and the API is 55 
loading temperature of 84°. Normally, the API is 47-42. The pup 


capability of the “Lynda” is 2,000 t.p.h. although we were only at 
get 1,557 t.p.h. The cargo 


is loaded through 1 x 12 in. hose. 
Prior to loading the tanks on the “Lynda” are ullaged in the pres 


of the Customs and the cargo calculated. This is repeated at the ew 
the load for the Bill of Lading iguces, Clearance is granted from Por 


and all documents are signed prior to sailing. There being n# 


departure available. 


At present they are receiving 1 ship about every 2 months, ™® 


topping-off operations and it is thought that the vessel may be ™ 
to another position. 


FRESH WATER: Not available. 
FUEL: Not available. 
STORES: Not available. 


GENERAL: No Walport film exchange. All shore personne! 


accommodated aboard the “Lynda”. Some vessels have parted® 
mooring lines during the Winter months with winds of 25 kno? 


8 ft. — 18 ft. seas running. 


POMALAA (Tanjung Lepee): 04.14 S. 121.32 E. 
g (See 


LOCATION: Port of Pomalaa, Kolaka, is situated in the Gulf 3 
S.E. Sulawesi in position Lat. 04° 10’ 30” S., Long. 121° 36’ oe 
FLAGS: To be flown by incoming vessels: Vessel’s Nation 
Indonesian Flag; Vessels numbers; Quarantine & Immigration 
PILOTAGE: Pilotage is not compulsory and there is no Pilot at Poot 
Because Pomalaa waters are still declared as uncleared wale 
advisable that vessels calling for the first time at Pomalaa, usé! 

Pilot can be ordered from Ujung Pandang via Nike! Ujung 
not less than 72 hours before vessel's arrival at pilot station. y 

There are 2 pilot stations: (1) For Pomalaa loading point ant 
Lat. 04° 04’ 03” S., Long. 121° 28’ 00” E. (2) For Tanjung Lepe? 
point, Lat. 04° 15’ 00” S., Long. 121° 29’ 00” E. ae 

If vessel wishes to be piloted to the loading/unloading point 
day, vessel has to arrive at pilot station before 1200 hrs. jocal 
Pomalaa loading point and berth and before 1400 hrs. local ™ 
Tanjung Lepee loading point. 


ri-. 4-4 2S. 
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POSITIONS: 
04° 10’ 30” S., Long. 121° 35’ 56” E. 
*norage position for ore loading at Pomalaa: Vessels of 15,000 d.w.t. 
enor Lat. 04° 10’ 00" S., Long. 121° 35’ 24” E. Vessels up to 15,000 
perr'at 04° 10’ 06" S., Long. 121° 35’ 30” E. 
‘wage position for ore loading at 
eery 38° S., Long. 121° 32’ 31” E. 
- ENTS: To be produced upon vessel's arrival: 
«4 Crew Lists ' 
4 Passenger Lists 
parcel Lists 
s Lists 
ye Manifests 
4 Narcotics ras : 
General Information 
; Personal Effects Lists 
3 Vaccination Lists _ 
Arms and Ammunition Lists 
international Load Line Certificate 
Maritime Declaration of Health Certificate 
Health Book or Bill of Health 
Derat Certificate 
Last Port Clearance 
Safety Radio Certificate 
Harbour Report. : 
«gection Team: This team consists of the Port Health Officer, Customs 
cer, Harbour Master and Immigration Officer. 
“ser the vessel is granted Free Pratique, the Immigration Officer 
*ecks Passports, Seaman's Books and Crew List and issues shore 


S 


gett Lat 


Tanjung Lepee: Lat. 


SSTRICTIONS: Arriving/Departing Hours: Arrival: from 0600 — 1800 hrs. 
«al time. Departure: 1. Pomalaa loading point and berth: from 0600 — 
g0hrs. local time. 2. Tanjung Lepee loading point: from 0600 — 
0 hrs. local time. 

scoring: The undermentioned vessels can be moored alongside berth: 
seneral cargo vessels of max. LOA 135 m. and tankers of max. LOA 
110m. 

deoths: Bar channel 11.00 m. (LWS); Alongside berth, North Pier, 
50m. (LWS); South Pier, 7.00 m. (LWS). At Pomalaa anchorage or 
cading point: for vessels of 15,000 d.w.t. and over — 13.00 m. (LWS); 
wyessels up to 15,000 d.w.t. — 11.00 m. (LWS). At Tanjung Lepee 
eehorage or loading point — 24.00 m. (LWS). 

WAX. SIZE: General Cargo: At North Pier: LOA not to exceed 135 m. 
nd fully loaded draft not more than 5.00 m. At South Pier: LOA not to 
aceed 135 m. and fully loaded draft not more than 7.00 m. 

lnkers: LOA not to exceed 110 m. and fully loaded draft not more than 
100m. 

te Carriers: Fully loaded draft not to exceed 11.00 m. Vessels without 
vanes or derricks are not acceptable. Minimum capacity of cranes or 
wicks must be 5 tons. 

seneral Cargo at Anchorage: Fully loaded draft not to exceed 11.00 m. 
"DIO: Cables to Nikel Ujungpandang can be sent through 
Jugpandang (Macassar) Coastal Radio Station, call sign PKF. 

‘nval Notice: Information required. 

Owner's advice: Owner to advise by cable to Adhiguna, Aneka 
"mbang Jakarta and Nikel Ujungpandang at least 8 working days 
ore vessel's arrival at loading port. 

Naster's advice: At least 48 hours (or 72 hours if Pilot's assistance 
‘qured) before vessel's arrival in Pomalaa waters, Master shall give 
*elollowing information to Adhiguna and Aneka Tambang Jakarta and 
‘we! Ujungpandang. Last port of call, draft on arrival, estimated draft 
Noeparture, quantity of nickel ore or ferro-nickel ingots to be loaded, 
*owvage plan (hatch division for the respective cargo), quantity and kind 
‘commodity(ies) to be discharged and other necessary messages. 
on arrival time must be sent at the latest 24 hours before 


*fevious experience showed that one cannot rely on telegrams 
‘widing ETA sent by Agents at last port of call in due time, therefore 
‘el Ujungpandang waits for the Master's telegram in order to make 
‘essary preparation. 
tipper/Agent's advice: Shipper/Agents shall cable the Master 
‘king days before vessel's arrival indicating the loading/unloading 
Xstion prepared and other necessary messages. 
*0's radio transmitter is not to be used while lying in port. 
*: Communication by marine VHF possible with the port. 
S: Available. 
“THING: The wharf consists of a concrete quay extending 70 m. 
“Ward and 18 m. breadth. 
“only: Ore carriers. First come first served. Other vessels: Priority to 
*0Ven to tankers. 
“Sad Unloading Facilities for General Cargoes: 
te facilities: A number of mobile cranes with capacities of 5 tons 
£20 tons are available, also forklifts. 
~ghters: A number of lighters of 70 d.w.t. up to 120 d.w.t. are available. 
“Sading/Unloading capacity: About 12 tons per gang per working hour, 
‘Ng on the type of vessel, available cargo spaces, vessel's cargo 
h ~ dot of cargoes, size of hatches, etc. 
Ing Facilities for Tankers: 
lines: 1 line of 10 in.x 1,600 m. for M.F.O. 
— 1 line of 8 in.x1,600 m. for |.D.O. 
Hoees:, 3 booster pumps with capacity of 150 cu.m./h. each. 
cena: 4 Pieces flexible hoses of 10 in. x 9.40 m. with ASA 150 flanges 


| a 
Tataing Capacity: maximum 200 t.p.h. by ship or shore pumps. 
arm capacity: 25,000 KL for M.F.O. 
ri. 11,500 KL for I.D.O. 
ers Cleaning: Tank cleaning operation is not allowed in Pomalaa 


ytime: Lay time shall commence 6 hours after N.O.R. tendered. 
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Loading Facilities for Ore Carriers: 

General: Loading of nickel ore at Pomalaa and Tanjung Lepee loading 
point is done by means of barges. 

Number of gangs: Usually 4 gangs are used by vessels equipped with 
cranes or derricks. If necessary stevedores can provide 6 gangs. 

Loading capacity: About 2,000 tons/24 hours per vessel, depending 
on the type of vessel, vessel's cargo gear, weather conditions, etc. 

Unloading: Cargo for Aneka Tambang only. 

Vessels without cranes or derricks are not acceptable. 

Labourers will be supplied by shipper. Making the vessel ready for 
loading/unloading to be done by vessel's crew members. 
CRANES: Mobile cranes with capacity 5 tons — 40 tons. 

Forklifts also available. 

MEDICAL: Doctor, hospital and inoculation services available. 
TANKERS: See “Berthing”. 

FRESH WATER: None. In an emergency water can be supplied in 
limited quantity (max. 200 tonnes). This supply is intended for special 
ship which can berth alongside the jetties. 

FUEL: Not available. 

CONSULS: None. 

STEVEDORES: Stevedoring is performed by P.T. Aneka Tambang’s 
personnel. Loading/unloading equipment to be furnished by the vessel. 
Working Hours: Loading to be effected on weather working days of 
24 consecutive hours Sunday and Holidays included (WWD SHINC), 
but the following National Holidays are excepted: 

New Year (January 1st); Buddhist New Year; Hindu New Year; 
Independence Day (August 17th); Christmas Day (December 25th). Idul 
Adha, Maulid Day, Easter, and Lebaran determined by Moslem calendar 
and differ from year to year by international calendar. For definite dates 
consult Port Administrator. 

Despatch/demurrage money to be paid in accordance with the related 
contract. 

Loading/unloading to be effected with customary quick despatch 
(C.Q.D.) on good weather working days whereby Sundays, holidays, 
governmental local holidays and Saturdays between noon and midnight 
and Mondays between 0000 hrs. and 0800 hrs. are always excepted. 

At Shipmaster’s request, work on these excepted days can be 
bs The principals will pay the overtime charge on these excepted 

jays. 
CUSTOMS: Vessel’s bonded store will be sealed by Customs Officer 
on arrival and will remain sealed until the vessel leaves port. 
Note: It is recommended that ship's Master consult the Agents about 
the local prevailing Customs Regulations with regard to currency, 
cigarettes, spirits, narcotics, etc. to prevent unnecessary difficulties and 
eventually fines. 
REPATRIATION: Can be arranged. Repatriant is to be guarded by 
Immigration Officer from Pomalaa to Jakarta via Ujung Pandang until 
his departure from Jakarta to the destined country. 
AIRPORT: There is one flight a week between Ujung Pandang and 
Pomalaa, served by Merpati Nusantara Airlines (MNA) using Cassa or 
Oisi Planes. Flying time about 60 minutes. 
TIME: GMT plus 8 hours. 
SHORE LEAVE: 
Shore Pass: Shore pass must be carried by crew whilst ashore. 
Visitors: Vessel’s crew members are not allowed to invite friends, 
hawkers from shore aboard the vessel. 
Visiting Kolaka: Crew members are prohibited to leave Pomalaa for 
Kolaka, except Master and Officers, who must be guided by Agents. 
Local leave in Pomalaa concession is permitted. 
Shore Leave Hours: From 0600 hrs. to 2300 hrs. local time. 
GENERAL: 
Cash Advances: Cash advance at Master's request can be supplied by 
Agents in a reasonable amount. 
Fumigation: No facilities. 
Survey On/Off Hire: Can be arranged. 
Ship's Chandler: None. In emergency cases, for a limited quantity 
Agents can act as ship's chandler. 
Chart: Indonesian Sea Chart No. 152. 
Nature of Bottom: Sand and soft materials. 
M.P.S. Tax: So called M.P.S. Tax (freight tax) has to be paid in advance 
to the Indonesian Tax Office at Jakarta, through the General Agents, 
Jakarta, therefore Principals are requested to remit the said MPS Tax's 
funds at the same time with the remittance of advance payment of ship's 
disbursements. f 

The amount of M.P.S. Tax (about 2% of the concerned freight earned) 

will be advised by the General Agents, Jakarta to the Principals, if 
possible a few days before Principal remits advance payment for 
disbursements. The final calculation of the M.P.S. Tax will be made 
later. 
Disbursements: At least 14 days before vessel's arrival at Pomalaa, 
vessel's principal have to remit U.S.$4,000 to the account of General 
Agents, at Jakarta as advance payment of the related ship's 
disbursement. 

Vessel’s Disbursement Accounts: All vessel’s expenses will be 
charged to the related Principals through the General Agents. 
AGENCY: 

General Agent for Ore Carriers: PT Pelayaran Bahtera Adhiguna. 10- 
12 Jalan Kalibesar Timur, P.O.Box 1313, Jakarta, Indonesia. Tel: 
276547. Cables: Adiguna Jakarta, Telex: Adiguna Jkt 42854. 

General Agent for Non-Ore Carriers: To be nominated by principals. 
Sub-Agents: PT Aneka Tambang, Unit Pertambangan Nikel, Pomalaa. 
Jalan Dr. Sam Ratulangi 60, P.O.Box 213, Ujung Pandang, Indonesia. 
Cable address: Nikel Ujungpandang. Tel: 22237 — 22234. Telex: 71200. 
Fax: (0411) 82234. 

Sub-Agent's Head Office: PT Aneka Tambang 24-26 Jalan Bungur 
Besar, Jakarta, Indonesia. Tel: 410108, Telex: Antam Jkt 49147. 
P.O.Box 2513, Jakarta. 

AUTHORITY: Port Authority of Pomalaa, Pomalaa, Sulawesi Tenggara, 
Indonesia. Contact: Harbour Master. 
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PONTIANAK: 00.01 S. 109.19 E. 
SHIPMASTER’S REPORT: March 1986. 


PILOTAGE: Compulsory. Pilot boards at Muara Kubu. 
DOCUMENTS: Inspection team of 2 Immigration Officers and Agent 
board at anchorage. This was the second Indonesian port of call. 
Standard Indonesian Arrival Forms required, soon after arrival at 

anchorage. 
15 copies Crew Lists (8 signed/dated for arrival — 7 signed/undated for 
departure). 

2 copies Vaccination Lists. 

Indonesian Health Book. 

5 copies Personal Effects Declaration. 

2 copies Bonded Stores Lists. 

5 copies Deck, Engine, Provisions Lists. 

5 copies Ship's Dutiable Goods. 

5 copies Narcotics List. 

5 copies Ports of Call List. 

5 copies Parcel List (even if “Nil’’). 

5 copies Arms and Ammunition List (even if “Nil’’). 

5 copies Animals List (even if “Nil’”’). 


- 
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5 copies Currency List (even if “Nil’’). 

5 copies Passenger List (even if “Nil"). 

5 copies Import Manifest (even if “Nil’’). 

5 copies Transit Manifest (even if “Nil”). 
ANCHORAGE: Ocean-going ships anchor S.W. of safe water buoy 
of prohibited area. Soundings have been reduced by up to 1.5 fae 
from those charted. 
MAX. SIZE: Max. LOA 110 m., max. draft 5.0 m. 
RADIO: Call sign PKS. Frequencies 500 and 6355 kHz. 
VHF: Pilot station on VHF Channels 12, 14 and 16. 
LOADING: Vessel loaded plywood crates of standard 8 ft. x 4, 
averaging 1.070 kg. to 1.146 kg. Freight volume 1.8 cu.m., QTOSS Vol, 
2.02 cu.m., stowage 3.06 cu.m. centre holds. Vessel worked 
hook from a single barge alongside, 50-80 crates per hour. Uy 
1 forklift truck to stow 6 tiers, then laid steel plates and loaded yp, 
6 further tiers. . 

A large barge of 1,200 crates capacity, required 6.5 days to Tetun, 

factory for a further load. Single tarpaulins on barges leave 
patches after heavy rain. Stevedores lived onboard. 19 miles by 
to city, about 3 hours and $115.00 per trip. Speedboat for 23 pen 
about 30 minutes each way and about U.S.$136 per trip. 
FRESH WATER: Available in limited quantities. 
FUEL: Not available. 
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PULAU SAMBU: 01.09 N. 103.54 E. 


LOCATION: Wharf No. 1 is located in position Lat. 01° 09’ 35” N., Long. 
103° 53’ 41” E. There are 2 additional wharves and 2 jetties nearby. 
DOCUMENTS: Upon arrival ships have to fill in the following forms: 

Harbour Report (obtainable from the boarding Pilot). 

Pilot Certificate. 
Also required from the Masters are: 

6 copies of Crew List. 

1 copy Stores List. 

1 copy Personal Effects List. 
PILOTAGE: Pilots are in Government Service. Pilot signals according 
to the International Code of Signals. Pilots can be ordered direct by 
cable to the Harbour Master or via the ship’s Agent. Pilot boards in 
position Lat. 1° 10’ 44"N., Long. 103° 52’ 19” E. Pilot requires 6 hours 
notice of arrival and 3 hours notice of departure. 


RESTRICTIONS: Daylight berthing and unberthing only. 


MAX. SIZE: 
Berth Max. d.w.t. Max. LOA 
(tons) (m.) 

Wharf No. 1 29,500 175 
Wharf No. 2 2x400 2x56 
Wharf No. 3 6,500 125 

Jetty No. 4 400 60 

Jetty No. 5 200 31.5 (Small Craft) 


HEALTH: Vessels arriving from abroad have to fly the “Q” Flag (yellow 
flag) until boarded and released by the Quarantine Officer. Masters have 
to fill in the Quarantine Form and signed by him and the ship's surgeon, 
if any, and produce the following: 

Health Book or Bill of Health. 

Derat (Exemption) Certificate. 

Valid International Vaccination Certificates of Crew members and 


During the time that the “Q” Flag is flying no one is allowed to by 
or leave the vessel except with the permission of the boam 
Quarantine Officer. 

TUGS: 4 tugs, 850 h.p. — 1,700 h.p. 

RADIO: Vessels calling at Pulau Sambu for bunkers shy 
communicate with PKC 2 Pladju Radio or Tunasix Singapore, or de 
with Sambu Radio PKJ 51 (A3 Radio Telephone) and VHF Channels 
VHF: Sekupang Radio (PKJ-20) and Sambu Radio (PKJ-51) bob: 
VHF and operated by Pertamina. 

BERTHING: Pulau Sambu has an excellent location 8 miles Sout; 
Singapore and approximately 3 miles from the International water: 
The length of the navigable channel is 1,500 ft. 

Depth alongside at LWS: 


Wharf No. 1 10.5 m. 
Wharf No. 2 11.3 m. 
Wharf No. 3 10.6 m. 
Jetty No. 4 5.6 m. 
Jetty No. 5 3.0 m. 


DENSITY: 1020 — 1025. 
FRESH WATER: Available. 
FUEL: Ideally, it is necessary to advise suppliers of bunkers requ 
at least 15 days before the ETA of the vessel. The authorities at Pe 
Sambu also require the vessel to contact them 24 hours prior tot 
ETA. 

Bunkers available: Fuel Oil, 1000 seconds, and MDO. 
CONSULS: None. 
AIRPORT: Nearest airport at Hang Nadim on Batam Island. 
TIME: GMT plus 7 hours. 
CUSTOMS: Masters have to declare all local currency on board ! 
strictly prohibited to take local currency ashore. No limitation for tow 
currency. 

Master should consult the Agent about prevailing Customs reguiait 
with regard to currency, cigarettes, spirits, etc., to prevent unnecest 


Passengers. difficulties and fines. 
Crew and Passenger's Lists showing the validity dates of above AGENCY: See “General” before first port. 
Certificates. AUTHORITY: Syahbandar Pulau Samba, Pulau Samba, Indonesé 
LOADING/DISCHARGING: Shore Storage Tanks: 


Physical Characteristics of LSWR: 


Oil Products Total Safe Capacity 


API Gravity at 60°F. 29.5 — 20.5 LSWR 127,816 k/l 
Viscosity at 100°F. 100 — 350 cSt HSFO 66,975 k/I 
Sulphur Content Max. 0.2% wt. HSD 17,075 k/l 
Carbon Residue Max. 8% wt. MDF 11,682 k/I 
Flash Point (PMCC) Min. 166°F. Kerosene 2,514 k/l 
Pour Point Max. 120°F. Premium 1,265 k/I 
Loading Temperature +140°F. Slop Oil 2,984 k/l 
Products Handled: 
Average Transfer Rate Hose Connections Max. Verte 
Berth Cargo Handled Pipelines Loading Discharging Size Limit 
(in.) (t.p.h.) (t.p.h.) No. (in.) (m.) 
Wharf No. 1 Kerosene 6 400 1 6 18 
HSD/ADO 10 700 1 10 37 
LSWR 16 1,800 2 16 42 
MDF/MFO 12 1,000 1/2 12 21-35 
Slop Oil 6 200 1 6 16 
Wharf No. 2 Fresh Water 6 50 1 6 12 
Wharf No. 3 Kerosene 6 400 1 6 18 
HSD/ADO 10 700 1 10 37 
LSWR 16 1,800 2 16 42 
MDF/MFO 10 1,000 1/2 10 21-35 
Premium 4 300 1 4 20 
Slop Oil 6 200 1 6 16 
Jetty No. 4 HSD 4 50 1 4 37 
Kerosene 4 50 1 4 18 
Premium 4 50 1 4 20 
MFO 4 50 1 4 36 
Jetty No. 5 Fresh Water 6 90 1 6 12 


General Cargo 
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yuBA (Dawas River): 02.37 S. 104.08 E. 


moTAGE: Not compulsory. _ : 
ssTRICTIONS: Daylight berthing and unberthing only. 
SIZE: Jetty: 10,000 d.w.t. Max. LOA 90 m. 
BOOVHF: Ramba Radio on HF. Station operated by Asamera Oil. 
gamba Oil Jetty Radio on VHF. This station is also operated by 


aggre Ol 
are al Depth 
Berth Position at LWS Remarks 
(m.) 
Lat. 02° 36’ 40” S. 6.0 Oil barges 
al Long. 104° 07’ 50” E. 
Lat. 02° 36’ 40” S. 2.0 Barges 
wp Dock ong. 104° 08" 17" E. 
rage “GW” Lat. 02° 01’ 40" S. 22.0 Good weather 
Long. 104° 57’ 20” E. 
“Bw" Lat. 02° 16’ 40” S. 16.5 Bad weather 


Long. 104° 13’ 10” E. 
oaDING: Crude oil (API 38) is loaded at the jetty at a rate of 
‘wo tp.h. through 28 in. loading arms. 
Srage capacity of crude oil 100,000 bbis. 
senICAL: Clinic available. 
: 1000 — 1010. 
m@ESH WATER: Available by tank truck (maximum of 21 tons per day). 
HEL: Available at the jetty. 
2ONSULS: None. 
\RPORT: Sultan M. Badaruddin II Airport at Palembang. 
tWE: GMT plus 7 hours. 
\THORITY: Pelabuhan Khusus — Ramba, Pelsus Pertamina Plaju, 
spAsamera Oil — Palembang (See below). 
‘erator: Asamera Oil, Manggala Wanabakti Building, Block 4, 7th 
\ah Floor, Jalan Gatot Subroto, P.O.Box 2858, Jakarta, Indonesia. 
195704469, 5704483. Telex: 65031, 65551. FAX: (62-21) 570-4397. 
ssamera (South Sumatra) Ltd., JI. Ki. Demeng Lebar Daun No. 52, 
20Box 1076, Palembang-30010, Sumatra Selatan, Indonesia. 
0711-410440, 0711-412951. Telex: 27418 Asamera Pib. 
#4 0711-410440. 


SABANG: 05.50 N. 95.20 E. (See Plan) 


QCUMENTS: Upon arrival vessels have to produce the following 
‘ytficates and Documents, which will remain in the Harbour Master's 
astody until cleared: 

Nationality (Registry) Certificate. 

Seaworthiness Certificate. 

Measurement (Tonnage) Certificate. 

Derat (Exemption) Certificate. 

niemational Load Line Certificate. 

Safety Equipment Certificate (cargo ships). 

Safety Radio and Radiotelephony Certificate (cargo ships). 

Health Book or Bill Health and vaccination certificates. 

last Port Clearance. 

Subscription of Light and Harbour Dues and wharfage if any. 

Cew Lists and Passenger’s Lists with vaccination dates. 

Ship's Articles. 

Stores List. 

Passport or Seaman's Card remain in Immigration Office until cleared 
nd . crew to use shore pass to go on shore, issued by the 

ion. 

*OTAGE: Approach: 

'ssel should steer on the light of Klah Island and keep at least 1 mile 
_ "ore, especially of Ujung Masam owing to an inward drift, until the 
*'s well open. When entering the bay, the light-buoy South of Ujung 
“1Me should be kept on port side. 
8 Signal Station at Peunimpun reports day and night the arrival of 
"$s, by night an unofficial white light, showing all around is shown, 
‘Se at a distance of 12 miles. 
pals by day with flags according the International Code of Signals 
we night by signal lamp. 

HORAGE: Lat. 05° 53’ N., Long. 95° 32’ E. 
ey : Vessels arriving from abroad direct have to apply well in 
ace to the Department of Health (Quarantine Section) for a 
meisonal Free Pratique, as said Pratique has to be cabled to the Port. 
e provisional Free Pratique is only valid for this Port, the next port of 
a Tust be a First Class Port as no further provisional Free Pratique 
‘Ssued, unless the vessel sails directly abroad. 

Tine: 9 Radio. Call sign: PKA. Frequency: 500 kHz/438 kHz. 
line 100-0200, 0400-0500, 0900-1000 GMT. 8473 kHz/8686 kHz. 
taper 0230, 1000-1030 GMT. 17184.5 kHz Time: 0230-0300, 
es. 9 GMT. VHF — Available. Power — 1 kW. 
‘hcg, A small tug available for mooring assistance, subject advance 


SH WATER: Available, rate 30 t.p.h. with one hose. Usual to use 
EL: Abaya can be pumped faster if additional water pump used. 
. NOt available. 

tener: The usual anchorage in the inner roads is the North side 
There ig y, vessels can approach shore until in 32 m. and 29 m. depth. 
ring, 800d holding ground. During S.W. or S.S.W. squalls in the West 
ey, vessels have to be kept free from the quays by means of the 
teage YS Moored off the berths. 

tm “a Whart: Usable berth length 140 m. with depths alongside 
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Eastern Coal Wharf: Usable berth length 150 m. Depths 6.8 m. at LWS. 
Commercial Wharf: Usable berth length 150 m. Depths 8.0 m. at LWS 
(length: 220). 

At the head of the oil jetty there is a depth of 10 m. at LWS. 
REPAIRS: Minor repairs can be carried out at the West end of the Coal 
Wharf at the repair shop and electrical power station. 

CUSTOMS ALLOWANCES: It is recommended that Masters consult 
the Agents about the local prevailing Customs Regulations with regard 
to currency, cigarettes, spirits, etc., to prevent unnecessary difficulties 
and eventually fines. 

AIRPORT: One domestic flight a day, 15 minutes drive from the Harbour. 
AUTHORITY: Department of Sea Communication. 


SALAWATI: 01.21 S. 130.59 E. (See Plan) 


LOCATION: Salawati Marine Terminal is located in the Sele Straits 
between the Island of Salawati and mainland Irian Jaya, Indonesia 

Salawati Marine Terminal Office is located on board the storage barge 
“Wampum” adjacent to the export tanker mooring. 

Mooring system is positioned in Latitude 1° 21’ 18” S. and Longitude 

130° 58’ 39” E. The minimum water depth in the area of the mooring 
system is 51 ft. 
FLAGS: In accordance with practice in Indonesian Ports, Quarantine, 
Immigration, Pilot and call sign flags must be displayed by all vessels 
approaching the anchorage. These signals shall be displayed 
continuously until clearance is granted. The signals are as follows: 

Sunrise to sunset: Quarantine Flag “Q” 

Sunset to sunrise: Signal Lights (red over white) 

The “N” flag should be flown until the Immigration Officer boards the 
ship. The “G” _ (request for Pilot) should be flown until the Mooring 
Master boards. The vessel should also fly its call sign. As soon as the 
Mooring Master boards, the “G” flag should be replaced by the “H” flag 
which signifies that the Pilot is aboard. The tanker may fly the “P” flag 
if itis oe to sail within 24 hours. 

DOCUMENTS: The boarding team, e.g. Agent, Customs, Immigration, 
Port Health Officers, Harbour Master will board the vessel in the 
anchorage area to grant clearance. 

The Customs Officer will board the vessei to seal the stores. If arriving 
from a foreign port, the Agent will prepare the General Cargo Declaration 
form stating the cargo on board the vessel and attaching appropriate 
shipping documents. If the tanker is arriving from an Indonesian port, 
the 5-B Form issued at the last Indonesian port will be retained by 
Customs and the arrival clearance at Salawati is granted. 

The Harbour Master submits a Harbour Report Form for the Master 
to complete. The Agent prepares the Ship's Documents Check List Form 
to check the validity of each document. These documents are: Certificate 
of Registry, Ship's Construction Certificate, Load Line Certificate, Safety 
Equipment Certificate, Safety Radio/Telephone/Telegraph Certificate, 
Cargo Gear Certificate and Derat/Exemption Certificate. This list is then 
delivered to the Harbour Master with the following documents attached: 
Last Port Clearance, Crew List approved by the Immigration Officer and 
Light Dues Receipt if arriving from another Indonesian port. The Harbour 
Master issues a port clearance on departure provided clearance is also 
granted by the other governmental authorities (A Panamanian port 
clearance for Panamanian flag vessels is not required at Salawati). 

The Immigration Officer requires 2 copies of the Crew List and will 
check the Ship's Articles and the passports of the crew. When these 
documents are found to be in order, an arrival clearance will be marked 
on the Crew List. 

If arriving from another Indonesian port the Agent will sign a guarantee 
if the vessel cannot prove that light dues have been paid. 

Prior to the vessel's departure the Immigration Official requires 
2 copies of the Crew List to be marked for departure immigration 
clearance. The Master is given a signed copy by the Immigration official 
of the Crew List for departure. 

Crude oil loading documents such as Bills of Lading, Quality 
Certificate, Quantity Certificate, Dry Certificate/Ullage Report, Time 
Loading Report, Certificate of Origin, Cargo Manifest and Master's 
Receipt for Documents/Samples are prepared at Salawati Marine 
Terminal. When the tanker has been loaded, the documents shall be 
completed and signed by the Master. Final clearance formalities will be 
carried out aboard the vessel in the anchorage area. 

Customs will issue the 5—-B form which is for departure clearance of 
the vessel. 

The Master should be prepared to issue: 

15 copies of Crew List. 
4 copies of Cargo Manifest. 
4 copies of Personal Effects. 
4 copies of Bonded Store List. 
4 copies of Stores List. 
4 copies Narcotics List. 
2 copies of Vaccination List. 

Before leaving the terminal area, the Master should advise the terminal 
the Vessel’s ETA at destination. 

PILOTAGE: The Salawati Terminal Pilot will board the vessel in the 

anchorage area for passage to the Salawati Terminal. The channel is 

marked with numerous Navigational Aids to permit safe passage through 

the Sele Strait. Vessels arriving in the anchorage area after 1400 hrs. 

poe time (GMT + 9 hours) will be berthed at the terminal at Pilot's 
iscretion. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng 


Ships are requested to have a pilot ladder safely and securely rigged 
and ready for immediate use, and long enough to reach the mooring 
launch. A combination of pilot ladder and ship's accommodation ladder, 
so arranged that personnel can first use pilot ladder until part way up 
the vessel's side, and then transfer to the accommodation ladder is 
recommended, especially on very large ships. A light line should be 
ready to take aboard the Mooring Master's equipment. There should be 
adequate lighting at night. Vessels will provide a lee for the Mooring 
Master both when boarding and leaving. 


ANCHORAGE: If requested to anchor, the recommended anchorage 
area is 4.5 miles West of Sorong in position Latitude 00° 53’ 00” S. and 
Longitude 131° 10’ 00” E. Under no circumstances should the export 
tanker enter the restricted area around the structures without the 
Mooring Master aboard. 


RESTRICTIONS: The approach channel has a minimum depth of 49 ft. 
A minimum under keel clearance of 6 ft, is required, restricting the 
maximum loaded draft of an export tanker to 43 ft. 

Strength of Tide: Up to 4.5 knots. 


MAX. SIZE: Salawati Marine Terminal can accept vessels up to 60,000 
d.w.t. Under certain weather conditions, vessels up to 100,000 d.w.t., 
light loaded to the equivalent of a 60,000 d.w.t. vessel may be accepted. 
Such acceptance is at the discretion of the Area Superintendent or his 
designated alternate. 

The Ship's Master must not permit his vessel to be loaded to a depth 
of more than 43 ft. deepest draft due to the restrictions of water depth 
in Sele Strait unless permitted to do so by The Company Area 
Superintendent or his designated alternate. 


HEALTH: Each tanker entering the Port of Salawati must have 
requested and been granted entry permit/agency permit prior to its 
arrival. At the same time application is made for provisional Pratique 
through the Directorate of Quarantine and, if granted, a cable advice is 
sent to the harbour authorities. Port Health Clearance is issued prior to 
the tanker's arrival and is also valid for departure clearance. If provisional 
pratique is not granted a Port Health Officer will be provided. All of the 
foregoing is arranged through and by the Agent. 

Each crew member should be in possession of an International 
Vaccination Card. 


VHF: Vessels equipped with VHF radio telephone should contact 
terminal on International Mobile Service Channel 16/156.80 MHz from 
0000 — 2400 hrs. GMT. The language of the terminal is English and 
Indonesian. 


RADIO: It is most important that incoming tankers contact Salawati 
Marine Terminal 72 hours before the estimated time of arrival. Further 
cables should be sent to the terminal 48 hours and 24 hours in advance 
of arrival, or when ETA changes by more than 3 hours. Communications 
with Salawati Marine Terminal can be established using one of the 
following links. 
Sorong Coastal Radio Station 

Name of Radio Pertamina Sorong Radio 
Time schedule of Pertamina Sorong Radio/PKY.41 


Frequency Hrs. of Service Emis- 
QSw QSX (GMT) sion Remarks 
I. 6456.5 6mce/s 0000-0020 A1 |. Service: 
Common- 0100 — 0120 Mon-Thurs: 2300 — 0500 
Ch. 5/6 0200 — 0220 Friday: 2300 — 0230 
0300 — 0320 Saturday: 2300 — 0400 
0400 — 0420 
2300 — 2320 
i. 6512.6 6206.2 0020-0100 A3J Il. Message/Telegram: 
0220 — 0300 QSJ: SC=40 CTMS 
0420 — 0500 CC=50 CTMS 
LC=30 CTMS 
il. 4425.6 4131.2 0120-0200 Ad3vJ Ill. Telephone Call: 
0320 — 0400 Minimum 3 minutes 
2320 — 2400 VHF : CC=4.80 GF. 
HF : CC=7.20 GF. 
by adding 1.60GF(VHF) 
2.40GF(HF) 
every minute extra. 
(The land line charge is 
included in the land 
station charge). 
IV. 156.45MHz - F3 IV. Proceed Sorong, 
156.80MHz Ch.16 2300-0500 please contact first, 
161.55MHz - 2or 3 days before 


arrival. 
Time schedule Government Sorong Radio PKY 4. 


Frequency Hours of Service Emis- 
T™ RX (GMT) sion 
500 500 0000 — 0500 Al 
0800 — 1300 
8461 8356 — 8374 0200 — 0300 Al 
0900 — 1000 
2182 2182 0000 — 0030 A3 
1000 — 1300 
8802.6 8270 0030 — 0100 
1000 — 1100 
6204 6215 2230 — 2330 A3 
6213.5 6215 0400 — 0500 
0800 — 0900 
0900 — 1000 
Ch. 16 Ch. 16 0000 — 0500 
0800 — 1300 
2300 — 2400 


Master should request Pertamina Sorong Radio to relay the necessary 
information to Salawati Marine Terminal. 
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Details of Arrival Cable: 

The following information should be included in the cabjg 
Salawati Marine Terminal 72 hours in advance of arrival. m 
. Name of vessel and radio call sign. 

ETA in GMT and date (Local time is GMT + 9 hours). 
Cargo requirements. 
Deballast time. 
Maximum loading rate. 
Arrival draft. 
If there is any sickness aboard give whatever informaty 
available as to the possible type of sickness, or confim 
vessel has clean bill of health. \ 
8. Last Port of call. 
9. Any hull, bulkhead, valve or pipeline leaks on vessel Which ta 
effect loading or cause pollution. 
10. Flange dimension of vessel's manifold connection. 
Entry Permit or Agency Permit: 

Each tanker entering Salawati Marine Terminal must have 
and been granted entry permit prior to its arrival. It is vital that the 
eerie ype the following fehl cea two we before veg 
arrival to obtain agency permit for foreign vessel from the Gover, 
Directorate Generel of Sea Puiannradehon: 

Name of owners/principals and full address. 
Name of vessel. 

d.w.t./Call Sign/Flag. 

Name of Master/Number of Crew. 

Last Port of Call. 

ETA. 

Destination after loading. 

Indonesian Ports of Call. 

The ship's Master is responsible to ensure that no communicat:, 
radio is allowed within the terminal area. Unauthorised » 
communication will be cause for cessation of all operations, em 
age of the berth, and vessel's notice of readiness will be immeda 
nullified. 

Also see “General” before first port. 

BERTHING: The Company Area Superintendent, or his design 
alternate, shall be the sole authority to decide when the port is chy 
due to unsuitable weather conditions preventing normal woe 
operations. 

Various combinations of wind, sea, and tidal conditions, also thes 
length, ballasted trim, and handling qualities of a vessel can affet) 
decision to berth a vessel at Salawati Marine Terminal. All of t& 
factors have to be evaluated before a final berthing decision is ma 

After a vessel has been berthed, a terminal official will board to disy 
loading arrangements. Before any crude is loaded all ship's sou: 
on main decks must be plugged and cemented oil tight. Appo 
mechanical means of closing scuppers may be accepted. A& 
inspection will be made by Salawati officials and if the vessel is sul 
for loading crude oil a signed notation to this effect will be made a! 
Company Dry Certificate. 

It is the responsibility of the vessel to ensure that all moorings 
are properly tended. Salawati personnel will constantly check? 
vessel's mooring and at any time may direct the lines to be hex 
er or slackened off under the supervision of a responsible 
officer, as circumstances warrant. 

During the vessel's stay at the mooring emergency towing wires® 
at all times be hung over the ship's bow and stern. These wires 
be secured to the bollards inboard to enable the vessel to be i 
away should the need arise. They must be tended throughout to® 
the eye of the wire not more than 2 ft. above the water. 

The terminal official will report unsatisfactory conditions 0! 
Company Area Superintendent or his designated alternate, who” 
in turn, reject the ship until corrections are fully made. All costs accv 
therefrom will be for the ship's account. 

A ship may be rejected, if, upon inspection, it is not properly equi 
Or if it is not suitably manned, or if it has dirty ballast or tanks unsu®@ 
for the cargo as determined by the Company Area Superintendet 
his designated alternate. 

A vessel is suitably manned if it has a full complement of qui 
officers and a crew all of whom are in sober condition, compete? 
willing to carry out their duties and orders. ; 

A = must be equipped with a good working propulsion ut! 

sed by the appropriate survey society. Inoperative ships, or pa# 
inoperative ships will be rejected. Should it become inoperative #"* 
the moorings it will be removed at the vessel's expense. 

No repairs are to be made while mooring or unmooring, o # 
moorings without the express permission of the Compary * 
Superintendent or his designated alternate. | 

A vessel must have both bower anchors in My working oes 
and in such sizes and amounts as to meet either “Lloyd's or A 
standards although they may be, in fact, classified by other soce®™ 
is strongly recommended that anchors have proper anchor » 
attached to each anchor. 

All vessels must carry adequate, synthetic lines used for mast 
purposes. No wire ropes should be used for mooring export tanks 
this terminal. Each mooring rope must not be less than 100 fatw® 
length. 

To assist in vessel's turn around, the Mooring Master wil & 
necessary booms and cargo gear rigged and ready before the s¥ 
berthed 


BALLAST: No facilities are available for disposal of dirty ballas. 
Owners and Masters are required to observe international Comet 
laws and Indonesian Government regulations conceming 
the sea, having particular regard for this area of the Sele a 
It is the responsibility of the ship's Master to see that no o “| 
kind is pumped or spilled overboard from his ship. Drip pans i 
dispersant etc., should be used at all times es 
disconnecting hoses, in order to avoid any spillage overboard. P 
The categories of pollution include oily water from bilge 
residual from previous voyages, or any other matter that méy 
pollution of the sea. 
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foes imposed by governmental authority for pollution shall be for 
WY ees account. 
me event that the Company has to settle any third party claims as 
ep damages to property caused by pollution attributable in any 
ie vessel, they will have the right to reimbursement by those 
apse for the vessel for all expenses incurred. 
he event of oil spillage or pollution of the waters all labour and 
oyment costs for cleaning operations will be to the vessel's account 
- by the vessel. ; : ‘ 
soon as practical after arrival, all tankers will be inspected by a 
Marine Terminal Official for dirty ballast. During discharge of 
similar inspections will continue. 
“yevidence of oil appears at any of these inspections, the ship will be 
and will not be accepted again until satisfactory evidence is 
4 that such ballast was disposed of in a proper manner. If during 
section, OF during progress of loading, it is revealed that ship's tanks 
enot tight, or that oil is leaking from the ship, the ship may be rejected 
used further loading. ure, Le 
“spe ship's tanks are found to be leaking, it will not be accepted for 


‘ 


ener must have sufficient ballast for safe handling having due 

to existing weather and sea conditions and also for safe passage 
smugh the Sele Strait. Through a careful watch of the weather and sea 
eedtions, frequent exchange of information between ship and terminal, 
ye ty a knowledge of the behaviour of his own ship, a ship's Master 
«come to the terminal with a minimum of ballast and thus lessen 
wy possibility of infringement of sea pollution regulations. 

» addition to the lights usually displayed, vessels at the moorings 
wharging ballast or loading cargo during darkness will brilliantly 
umnate the sea around the ship, so that any pollution will be 
weable. The lighting will be of an approved and permanent nature. 
Tankers equipped with a separate system of ballast tanks will be 
vowed to discharge ballast, and load oil simultaneously, providing 
soval is first obtained from the Company Area Superintendent or his 
gsqnated alternate or independent inspector. 

\ost responsible ship Owners have adopted a system of tank cleaning 
sng circulatory methods of transfer of tank washings with chemicals. 
ne result is that no oil discharges into the sea and oil separated is 
wlected in a slop tank. The terminal will load on top of such slops 
ass otherwise directed. This system is highly recommended to avoid 
jlution of the Sele Strait. 

Masters are warned that inspection of ballast is strict. 

Any tanker rejected because of dirty ballast or sea pollution will 
womatically nullify his notice of readiness and will lose any priority of 
nstion for loading. 


\OADING: It is absolutely essential that extremely careful supervision 
w exercised by officers of vessels while loading operations are in 
gress. A responsible ship's officer is required to be on duty 
mtinuously at a point near to the tanks being loaded. He will be assisted 
yan adequate number of ship's personnel in these operations. 

Raising, lowering, connecting, tending and disconnecting of oil loading 
‘ses as well as other labours and duties on shipboard connected with 
tading of cargo or maintaining mooring lines in a correct manner will 
® performed by the ship's crew directed by a responsible officer as 
‘ured by the terminal official. Loading of export tankers is through 
‘bading hoses with 10 in. ASA 150 connections. 

Alships using Salawati Marine Terminal must be able to connect their 
tuifold to the 10 in. flanges. Masters are reminded that it is the ship's 
*ponsibility to provide such reducers as may be required to make the 
‘nection and that the hose connecting operation will normally be 
‘aed out while the ship is de-ballasting. 
lhe Terminal Official will report unsatisfactory conditions to the 
many Area Superintendent or his designated alternate, who may, 
‘wn, reject the ship until corrections are fully made. All costs accruing 
| ee from will be for the ship's account. 

*equest for the terminal to stop the flow of oil cargo at a predetermined 
‘nage must be in writing. The request must include the statement by 
‘ship's Master that the Company will not be held responsible for any 
| ®¥and that in case of the vessel being overloaded the excess cargo 
*ot be pumped back to the storage tanker. Ship’s Master will also 
“eld responsible for any oil spills caused by this request. 

__ lhe export tanker must move the loading hoses from the oil storage 
_ 98 by means of its own derrick and using its own crew. The cargo 
| "tk required to raise the loading hoses from the oil storage barge 

*8 must have minimum lifting capacity (SWL) of 5 tons and have a 
“oient length of strong lifting wire rope on the drum to enable the 
maples to reach the oil storage barge side, which is approximately 

away from the tanker's side, and still have adequate turns of wire 
onthe drum to ensure safety. Vessels which may consider the lifting 
Of their gear to be marginal should strengthen their gear 
rk A common way to do so is to rig a second topping lift on 


AO. Smith Metering System is used to load the export tanker. 
"oloading hoses with 10 in. of ASA 150 Camlock flange connections 
o sed to load the export tanker. All vessels not having 10 in. 
he must provide their own reducers. 
, lig rate of approx. 20,000 bbis.p.h. can be accomplished. 
sat any time an overflow of crude oil occurs, loading will be 
eg immediately, and not be resumed until the oil is cleaned up 
te sea from the decks of the vessels, and/or from the surface of 
, and any damage is repaired and no further danger exists. It is 
ain that during loading operations, the Salawati Cargo Supervisor 
tang peciately slow down the loading rate on receipt of a request for 
ty num the ship's deck officer in charge of loading. 
Sern aes of oil must be reported immediately to the Company Area 
tale noon or his designated alternate, and subsequently, a 
feport, in writing, submitted by the Master of the vessel 
Qiving all relevant details. 
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CARGO: Typical Salawati Crude Analysis: 

API — Gravity at 60°F 41 

Reid Vapour Pressure 2.0 at 100°F 

Sulphur, Wt.% 0.5% 

Kinematic Viscosity at 100°F 4.2 cST 

Pour Point +20°F 

Carbon Residue 1.3% by weight 

BS&W 0.1% by weight 

Flash (PMCC) Below 50°F 


CARGO DOCUMENTATION: Crude oil loading documents such as Bills 
of Lading, Quality Certificate, Quantity Certificate, Dry Certificate, Ullage 
Reports, Time Loading Report, Certificate of Origin, Cargo Manifest and 
Master's Receipt for Documents/Samples are prepared at Salawati 
Marine Terminal. 

When the tanker has been loaded, the documents shall be completed 
and be taken aboard the tanker for the Master's signature. 

Notes of protest, if any, should be handed to the Company Area 
Superintendent or his designated alternative for further delivery to 
Phillips Petroleum Company Indonesia, Jakarta. 

FRESH WATER: Not available. 
FUEL: Not available. 
MEDICAL: No clinic available. 
REPAIRS: No facilities. 
CONSULS: None. 
CUSTOMS ALLOWANCES: Cigarettes, cigars, tobacco, matches, 
spirits, wine, beer, perfume, arms, ammunition and possibly other items 
have to be locked up under Customs seal from time of arrival of ship in 
port until time of leaving territorial waters. Each person is allowed to 
bring in 200 cigarettes or the equivalent in grams of tobacco or cigars. 
Special allowances are made for the Master under special 
circumstances. The Master should prepare two copies of the Stores List 
for Customs use. 
REPATRIATION: Not possible. If emergency conditions prevail, for 
humanitarian reasons, exceptions to the foregoing may be permitted. 
All expenses incurred will be for ship's account. 
TIME: GMT plus 9 hours throughout the year. 
SHORE LEAVE: Not possible. 
DELAYS: Delays to vessels using Salawati Marine Terminal due to the 
port being closed because of bad weather conditions shall not be 
computed as used lay time when compiling vessel's turn around time. 
GENERAL: 
Logs: Masters are advised to keep careful watch on the approaches for 
semi-submerged floating logs which may become hazardous to safe 
navigation. 
Charts: Charts for the area are as follows: 

1. Admiralty Chart No. 3744 

2. Admiralty Chart No. 3745. 

3. Admiralty Chart No. 1416. 

4. Indonesian Hydrographic Charts No. 213, 217 & 219. 
Winds: Winds can reach a maximum of 75 m.p.h. during local storms 
and all vessels must make sure they carry sufficient ballast to be 
manoeuvrable in the restricted waters of Sele Strait during these storms. 
Stores: Not available. 
Visitors: Only authorised personnel or visitors are permitted on the 
storage barge and/or export tanker. 
Crude Oil Testing: The crude oil testing laboratory is equipped to perform 
the following tests: 

API Gravity, BS & W, Pour Point, R.V.P. and salt content. Any 
additional tests that may be required will be performed in Jakarta. 
Flag: During daylight hours the Indonesian flag must be flown throughout 
the vessel's stay in port. 

AGENCY: See “General” before first port. 


SHIPMASTER’S REPORT: August 1978. 
General: The loading terminal is located on the East coast of Salawati 
Island at Sele Strait. Salawati marks the Western part of New Guinea 
and belongs to Indonesia. 
Reference: Refer to B.A. Charts 3744, 3745, 1416. 
Coast Pilot 35, Eastern Archipelago Volume III. 
Documents: Inward and outward clearance carried out at anchorage. 
Watches in excess of one, radios, cassette recorders, perfume etc., will 
be sealed by Customs. Seal will be inspected when receiving outward 
clearance. Papers required for clearance: 
15 copies of Crew Lists. 
4 copies of Cargo Manifest 
4 copies of Personal Effects 
4 copies of Bonded Store List 
4 copies of Stores List 
4 copies of Narcotics List 
2 copies of Vaccination List 
Ship's registry taken ashore and returned on outward clearance. 
Pilotage: Government Pilot and Mooring Master — usually from Kasim 
Terminal board at anchorage. Mooring Master acts as Pilot. From the 
anchorage vessel proceeds through Sangoilin Mon (Heilige Straat) and 
Sele Strait towards Salawati. Heilige Straat is marked by unlit buoys 
and beacons, privately maintained by the oil companies. The min. depth 
is 49 ft., max. sailing draft from Salawati is 43 ft. 
Anchorage: Recommended anchorage in position Lat. 00° 53’ S., Long. 
131° 10’ E. in approx. 25 fathoms of water. 
Restrictions: Usually transit from anchorage towards Salawati is carried 
out during daylight hours only. 
Vessels of 100,000 d.w.t. have been berthed at Salawati. 
Health: Radio Pratique not available. 
Radio: Pertamina office listens on VHF Channel 16 but calls are seldom 
answered. Kasim Marine Terminal listens on 16 and contacts Pertamina 
office by telephone. 
Advance notice. As per Charterer’s instructions to Pertamina, Jakarta. 
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Tugs: Two tugs are available from Kasim Terminal to assist in berthing 
and unberthing. 

Berthing: Berth is constructed of 2 mooring dolphins and 2 breasting 
dolphins with storage barge “Wampum” being moored to the Western 
side of dolphins and export tanker being moored to the Eastern side. 

Vessel may berth port or starboard side to, depending on stage of 
tide. The vessel is moored with 8 ropes forward and 8 aft, ropes being 
handled by mooring launches. 

Two hoses of 10 in. are connected to ship's manifold by ship's crew. 
The barge is said to have a capacity of about 70,000 LT, the maximum 
loading rate of Salawati crude is 20,000 bbis./hr. 

Vessels not having received inward clearance by 1500 hrs. local time 
at the latest will have to await the following daylight before proceeding 
towards Salawati. 

Weather/Winds: Uniformly high temperatures, high humidities and 
abundant rainfall. Winds are usually light, with a seasonal reversal as 
N.W. and S.E. Monsoon, however, winds can reach a maximum of 
75 m.p.h. during local storms. 

Tide: Between 2 — 5 knots at berth and in Sele Strait, rise of tide 
about 2 m. 

Repairs: Not available. 

Supplies/Services: None available. 

Shore Leave: Not possible. 


AUTHORITY: Pertamina, Jalan Yos Soedarso No. 32-34, Jakarta, 
Indonesia. Tel: 62.21.490311. Contact: Mr. Indra Kartasasmita. 


SAMARINDA: 00.30 S. 117.09 E. (See Plan) 


APPROACHES: The distance from the port of Samarinda to the outer 
basin is about 60 km. 
The depth of channel before the dredging was 5.00 m. LWS and had 
various widths. 
After dredging it has a minimum depth of 6.0 m. LWS and a width of 
about 100 m. 
The current speed is between 1.00 km./hr. — 2.0 km./hr. in the inner 
harbour. 
The current speed is between 2.5 km./hr. — 4 km./hr. at the outer bar/ 
channel. 
PILOTAGE: Pilotage is compulsory. Pilot boards at Muara Pegah. There 
are 14 Sea Pilots and 4 Harbour Pilots. 
ANCHORAGE: Vessels entering Samarinda inner harbour anchor at 
Muara Pegah: 01° 00’ S., 117° 21’ E. Depth 22 m. 
Vessels loading/discharging at outer anchorages: Muara Berau: 
00° 14’ 30”S., 116° 34’ 04” E. or at Muara Jawa: 01°02’ 30’S., 
117° 15’ 00” E. Depth of water 20 m. 
RESTRICTIONS: Maximum LOA entering outer bar 156m., with 
maximum draft 6.0 m. Depth of outer bar 6.0 m. at LWS. Depth of inner 
harbour 7.0 m. at LWS. 
MAX. SIZE: 6,000 d.w.t. and draft 6.0 m. 
oe Samarinda Coastal Radio, call sign PKN-6, frequency 8,445 
ze 
VHF: Samarinda Radio, call sign PKN-13, Channels 16 and 12. 
TUGS: 4 pilot boats available. 
BERTHING: Concrete Wharf: Length 450 m., depth 7.0 m. and width 
125 m. 
Warehouses: 2 X 1,600 sq.m. 
Open Storage: 19,398 sq.m. 
Forklifts: 16 x 3 —5 tons. 
CRANES: 2x12 tons mobile cranes. 
STEVEDORES: Available from labour pool. 
MEDICAL: Hospital facilities available. 
FRESH WATER: Available, rate 18,000 litres per hour. 
FUEL: Not available. 
REPAIRS: No facilities available. 
GENERAL: Barges: Privately owned barges available. 
AUTHORITY Perum Pelabuhan IV, Cabang Kelas || Samarinda, Niaga 
Timur Street 130, Samarinda, East Kalimantan, Indonesia. Tel: (0541) 
22044 — 21615. Telex: 38237. Contact: Mr. Baharuddin Zaenal, BA, 
Head of Branch. 


SAMPIT: 03.06 S. 113.04 E. 


LOCATION: The port is located 45 miles from the outer bar. 
PILOTAGE: Not available. 

ANCHORAGE: Vessels anchor in position 03° 06’ 00” S., 113° 02' 15” E. 
RESTRICTIONS: Maximum depth at outer anchorage 2.10 m. at LWS. 
RADIO: Sampit Coastal Radio Station. Call sign PKG-2. Frequencies: 
2,182/6,215.5 kHz. 

TUGS: Not available. 

BERTHING: Length of wharf 208 m. Depth alongside 4.5 m. at LWS. 
Storage: Godown and open storage available. 

Fork Lifts: Available. 

CRANES: Available. 

STEVEDORES: Available from labour pool. 

FRESH WATER: Not available. 

FUEL: Not available. 

REPAIRS: No facilities available. 

GENERAL: Barges: Not available. 
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SANGATTA: 00.22 N. 117.34 E. 


PILOTAGE: Mooring Master available. 
ANCHORAGE: The anchorage whilst Lipset | berth is loca 
position Lat. 00° 18’ 58” N., Long. 117° 37’ 35” E. 
RESTRICTIONS: Berthing during daylight hours only. Unberthing » 
time, day or night. ‘ 
MAX. SIZE: CBM: 36,500 d.w.t. Max. LOA 220 m. 
VHF: Balikpapan Radio, call sign PKN-2, on VHF. Station Derm 
by Pertamina. 
Sangatta Radio, call sign PKN-4, on VHF. This station SO oper, 
by Pertamina. 
BERTHING: There is a CBM (4 buoys) located in 
Lat. 00° 21’ 35",N., Long. 117° 34' 26.5". Depth of water 21), 
Crude oil is loaded at a rate of 8,570 bbis.p.h. through 2x 12 jn, 
There is a jetty in position Lat. 00° 23’ 03” N., Long. 117° 33’ sy, 
The depth alongside the jetty is 1.5 m. at LWS. : 


LOADING: 
Shore Storage Tanks: 

Oil Products Total Safe Capacity 
Crude Oil 250,000 bbis. 
Premium 290 k/l. 
HSD 870 k/. 

Physical Characteristics of Crude Oil: 

API Gravity at 60°F. 34 
Reid Vapour 

Pressure at 100°F. : 3.8 psi 
Viscosity at 100°F. 2b 2%oSt 
Sulphur Content 0.08% wt. 
Carbon Residue : 0.65% wt. 
B.S. & W. : 0.15% vol. 
Flash Point (PMCC) Below 50°F. 
Pour Point 75°F. 


DENSITY: 1020 — 1025. 

FRESH WATER: Not available. 

FUEL: Not available. 

AIRPORT: Temindung Airport at Samarinda. 
TIME: GMT plus 8 hours. 

AUTHORITY: Operator: Pertamina. 


SANTAN TERMINAL: 00.06 S.117.32E. (See Pe 


LOCATION: The Terminal is situated on the East Coast of Kalimat 
Indonesia in the Makassar Strait. It is about 80 miles North of Balikpar 
DOCUMENTS: If arriving from a foreign port the following docune 
may be required for granting pratique. rtificate of Registry, 9 
Construction Certificate, Load Line Certificate, Safety Equip 
Certificate, Safety Radio/Telephone/Telegraph Certificate, Exent 
Certificate, Cargo Certificate and Derat Certificate. Also required 
last Port Clearance and Crew List. 

Crude oil loading documents will be prepared at the Santan Tem 
and when the vessel has been loaded the documents will be compet 
and final clearance formalities will be carried out on board. 

Each Crew member should be in possession of an Intemait 
Vaccination Card and Passport or Seaman's Book. Indo 
Immigration, Customs and port officials will board the vessel tog 
clearance. 

Flag Dispensation: Each tanker entering the Santan Terminal musit® 
requested and been granted Flag Dispensation prior to its arrival. A? 
same time application should be made for provisional Pratique tat 
the Directorate of Quarantine and if granted, a cable advice is s#* 
the harbour authorities. Port Health clearance is issued prio! 
tanker's arrival and is also valid for departure. If Provisional Prato 
not granted a Port Health Officer will be provided. All of the foer 
is arranged through and by the Agent. 

Customs and Immigration: In accordance with practice in Indow 
ports, the vessel's national flag, the Indonesian courtesy & 
quarantine, immigration, Pilot and call sign flags must be display 
all vessels approaching Santan. These signals shall be ds 
continuously until clearance is granted. 

The signals are as follows: 

Sunrise to Sunset: Quarantine Flag “Q” 
Sunset to Sunrise: Signal Lights (red over whit 

The “N” flag should be flown until the Immigration Officer boa! 
ship. The “G” flag (request for Pilot) should be flown until the Ma® 
Master boards. The vessel should also fly its call sign, (signal & 
This signal may however be hauled down after the vessel is secut 
the SBM. As soon as the Mooring Master boards, the “G" flags” 
be rene. by the “H" flag which signifies that the Pilot is boat 
PILOTAGE: Procedure When Berth Available on Arrival: A ve 
which a berth is available on arrival will be boarded by a Mooring 
in the anchorage area and providing that the vessel is in al 
ready to commence loading (except for the necessary d w 
Notice of Readiness will be accepted at the time of the Mooring 
boarding. 4 

If the vessel is not in all respects ready to proceed to the be 
main engines fully manoeuvrable, mooring ropes on deck, ‘s! 
winches, etc., in coe working order and readiness, it wil 
accepted until the ring Master is satisfied that all these om 
are met. 

Also see “Operations”. " 
ANCHORAGE: If vessels are obliged, or instructed, to an? 
should do so in the recommended anchorage and on no am 
they to manoeuvre or anchor West of Longitude 117° 33.5 E 
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master is on board. The depth of water is 40 m. with a bottom 
wo"E fy. Holding ground is considered good. 
4 limit of the anchorage is defined by two buoys Number 


me joured red and Number “12” coloured red and white chequers. 
 ognt poth buoys show a white light flashing 1 second every 


- Southerly limit of a reef on the Northern side of the anchorage 
marked with a buoy numbered “11” and coloured green. At night 

suoy shows a green light flashing green 1 second every 5 seconds. 
"sper buoy coloured with red and white horizontal bands and marked 


va ie letter “A” shows a group flash light showing 3 white flashes 


a buoys are fitted with radar reflectors. 
NESS: Procedure When Instructed to Anchor on Arrival: A vessel 
has been instructed by Santan Port Control to anchor on arrival 
oud, after doing So, inform Port Control of the precise arrival time. 
twrding to the practice of the port, acceptance of the Notice of 
4 will coincide with this arrival time, providing: 
s) Vessel is within scheduled date range. 
») That it is within the hours of daylight — deemed to be from 
0600 hrs. local time to 1800 hrs. local time. 
-) That it is not a Public Holiday or Sunday, unless the vessel is 
” actually handled on that day. 
(¢) That the Port is open. 
tn exception to clause (a) above, is when conditions allow night 
ying, in which case the vessel will be accepted when the Mooring 
wester boards, or, Should the vessel have been at anchor, when the 
venor is aweigh, providing that the Mooring Master is then on board. 
» addition to clauses (a), (b) and (c) above, vessels will not be 
eepted when arriving at an unreasonable time ahead of their last 
led estimated time of arrival. It is not the practice of the port to 
@p Pilots (Mooring Masters) on station in the anchorage. Santan Port 
‘mtrol maintains a continuous listening watch on Channel 16 VHF. 
Notwithstanding anything in the foregoing, Notice of Readiness will 
ibe accepted at a time when it is not the practice of the port to 
wcept it. Also see “General”. 
\AVIGATION: 
waka Reef: The Attaka Reef Light has been removed permanently. 
Sy Approach Channel: The ship approach channel to the Santan 
wehorage is marked with 3 buoys and numbered from seaward 8, 10 
#4 12respectively. At night they show a white light flashing 0.5 seconds 
sey 2 seconds. The No. 8 buoy is positioned at Lat. 00° 06’ 00” S., 
ng. 117° 37’ 42” E. Ships should stay to the North of these buoys. 
$8: The SBM is fitted with a radar reflector and at night shows a Qk. 
4. W. light. One of the floating hose strings is fitted with two winker 


igs. 
shore Area: Inshore of the SBM area a concrete pile beacon painted 
wand numbered “16” shows a red flashing light every 6 seconds and 
naks the Northerly limit of two dangerous reefs. 

The work boat canal is marked by 2 concrete pile beacons, the 
‘otherly one numbered “15” and showing a green flashing light and 
te Southerly numbered “18” and showing a red light. 

There is a beacon on each bank of the canal, at the shore line. The 
sy bank beacon showing a green light and the South bank a red 


hshore Area: A radio antenna approx. 150 ft. high is located at 
Syoximately Lat. 0° 05’ 24” S., Long. 117° 26’ 34” E. The mast shows 
ied red air lights by night on the top and midsection. 

+ acl IONS: Berthing during daylight only, unberthing at any time. 
tnimum Size Acceptable: The minimum sized tanker acceptable at 
"Terminal is the T-2 Class or equivalent of not less than 35,000 d.w.t. 
eximum Size Acceptable: The maximum sized tanker acceptable at 
oo calling for a full cargo is 125,000 d.w.t. and 275 m. LOA. 


“xedure for Appointing Agent: Owner should cable: Pertamina Ship 
aa. The cable should appoint Pertamina as Agent to attend the 
‘Sher at Santan and should be sent 2-4 weeks prior to vessel's arrival. 
‘ice of Arrival: 72 hours prior to arrival at the Terminal vessels should 
Sige the company of their estimated times of arrival by cable sent via 
“amina's Coastal Radio Station at Balikpapan. They should also 
sim or amend ETA when they are 48 hours and again when 24 hours, 
| Sant from the Terminal. 

_ocal Indonesia Ltd. Cables: Pertamina Tanjungsantan. 

““amina's Coastal Radio Stations: 

,- Name of station — Balikpapan Radio; Call Sign — PKN 2; Frequency 
Pymad watch on 2182 kHz A3, answers on 4415 kHz A3, 6520 kHz 
Ph Nessel's selection); Class — A3H-A3J; Power — 500 watt; Service — 
Poy Location — Lat. 01° 16’ S., Long. 116° 50’ E. 

“IA messages sent to PKN2 should be addressed: 
ina Tanjung Santan = 
DBD. C5... Sols LN a Os Fl GREER. eRe ERE 


4S long - di < é _Master.... preaches 
2 (See eel contact exists with PKN2, ships send ETAs to 


mine of station — Jakarta Radio; Call sign — PKI2; Frequency — 
% (operates on 452 kHz), 2182 kHz answers on: 4178, 4280.5, 
4410, 6457.5, 6520, 6516 kHz. 8 MHz (operates on 8628 kHz); 
at 500 kHz; A3 2182 kHz; A1 8 MHz; Power — 1 kW, 500 kHz, 
Watt, 2182 kHz: 1 kW 8 MHz. 
1100.4 ~500 kHz H24, 2182 kHz 0400 — 0500, 0700 — 0800, 1000 — 
. 500 ~ 1600, 2000 — 2100, 2300 — 2400 hrs. GMT; 8 MHz 0100 — 
i 0,24 — 0600, 0900 — 1000, 1100 — 1200, 1400 — 1500, 1730 — 
£100 — 2200 hrs. GMT. 
on: Lat. 06° 08’ 00" S., Long. 106° 50’ 00” E. 
Messages sent to PKI2 should be addressed: 
on Tanjungsantan via PKN2 = 
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Details of Cable: The following information should be included in the 
cable: 

Name of vessel and radio call sign. 

ETA in GMT and date (local time is GMT+8 hours). 

Cargo requirements. 

Deballast time. 

Maximum loading rate. 

Vessels draft on arrival. 

If there is any sickness aboard or clean Bill of Health. 

Last port of call. 

Any hull, bulkhead, valve or pipeline leaks on vessel which could affect 

loading or cause pollution. 

Distance in feet from bow to vessel’s loading manifold. 

Flange dimensions of vessel's manifold connection if not to ANSI 

B76.5, B.S. 1560, Series 150 or equivalent. 

Also see “General” before first port. 

VHF: Vessels equipped with VHF radio telephone should contact 
“Santan-Control"” on Channel 16 (156.80 MHz) when within range to 
request instructions. 

Language: The oe of the Terminal is English and Indonesian. 
MOORING/UNMOORING: This description is only intended as a guide 
and may be varied as to the order in which lines are taken up etc. 
according to the circumstances prevailing at the time of mooring. 
Moorings Required From Tanker: The ship must provide and have ready 
the following: Two mooring ropes and one rope messenger line on the 
forecastle. 

The Approach: The ship approaches the buoy from down tide and wind, 
taking care to keep the wind right ahead. Adequate ballast must be 
retained on board to ensure that the vessel retains full manoeuvrability 
throughout the approach to the buoy and the actual mooring. 

Bringing Aboard the Mooring Lines: The vessel will be brought to a 
position close to the buoy with the vessel stopped in the water and with 
the buoy fine on the port bow. During the approach to the buoy and 
while mooring, a terminal work boat will keep the hoses pulled well clear 
to port. Under normal conditions the port rope will be the first taken on 
board. The Mooring Master will advise as to which rope is to be taken 
first and as to which fairlead this will be taken. The actual work of mooring 
will be done by ship's crew. The ship will lower a strong messenger line 
to the mooring boat who will in turn make this fast to the approach rope. 
The approach rope of 10 in. circumference will be hove aboard and will 
in turn be hove in until the chafing chain and triangular plate is centred 
in the fairlead. 

Securing the Mooring Lines: While the approach rope is being hove 
aboard, a strong wire strop will be made fast to a set of forecastle bitts. 
To the end of this strop will be fitted a 50 ton shackle and the strop will 
be so made fast at the end and the shackle will be about 5 ft. inboard 
of the fairlead. The approach rope will be hove on until the large link of 
the chafing chain is sufficiently far inboard for it to be connected to the 
strop by the 50 ton shackle. When this is done the approach rope will 
be slacked off until the full weight comes on the strop/chafing chain/ 
buoy rope. The buoy rope is 150 ft. long and is 13 in. circumference 
double nylon of plaited construction. 

The approach rope can now be taken to the bitts to act as a preventer. 
The second rope is now taken aboard and made fast in the same way. 
When both the ropes are fast, good ropes or strops, provided by ship, 
can be made fast to the spare links on the chafing chains to back up 
the main moorings. 

Fire Wires: A fire wire must be rigged on the starboard side for'd and 
on the stern. These must be tended throughout vessels stay at the SBM 
to ensure that they are kept within 2 ft. to 3 ft. of water. In case of fire 
the tugs would connect to these wires to pull vessel clear of the SBM. 
Connecting Hoses: When the mooring is completed, the work boat 
holding the hoses clear will bring these alongside the ship in way of the 
port side manifold. 

Unmooring: To unmoor from the buoy any extra back up lines that have 
been made fast to the chafing chains are slipped first. The approach 
ropes are then taken to the ship’s windlass/capstan and the weight taken 
on them until the shackle between the strop and chafing chain is undone. 
With the vessel moving slowly astern the approach ropes are slacked 
off and finally slipped and allowed to float free. While the ship is 
unmooring, a terminal work boat will keep the floating hoses towed clear 
and will keep them clear until the ship has slipped the moorings and is 
clear of the buoy. 

Strops and shackles will be provided by the Terminal and put on board 
as the vessel approaches the buoy. The ship must provide 2 mooring 
ropes at least 8 in. circumference and 100 fathoms long, a 4 in. 
circumference messenger line, and two rope lashings 4 in. 
circumference and 15 ft. in length. These lashings should be of manilla 
or polypropylene, nylon is not acceptable. 

BERTHING FACILITIES: SPM: The Sea Terminal consists of a “single 
point mooring” loading berth also known as a “mono-buoy” or “single 


buoy mooring’. The berth is located at Lat. 00°06’ 18.6’S., 
Long. 117° 32’ 18.8” E. 
The “single buoy mooring” is approximately 4.33 miles offshore in 


28 m. of water. The submarine line to the “single buoy mooring” is 30 in. 
in diameter. A double string of 20 in. submarine hose connects the 
submarine line header to the “single buoy mooring”. Two strings of 16 in. 
floating hose connect the “single point mooring” to the tanker rail hoses 
which are 12 in. in diameter. The hoses are always taken on the port side. 
Hose lifting Derrick Capacity: Tankers must be equipped with a hose 
lifting derrick with a lifting capacity in conformance with the table shown 
on Page C2 of Appendix C to the International Oil Tanker and Terminal 
Safety Guide. 

Manifold Connection Sizes: The minimum size manifold connection will 
be 8 in. The Terminal is equipped with flanged spools to also connect 
to 10 in., 12 in., and 16 in. manifolds. Tanker manifolds should terminate 
in ASA Series 150, flat face flanges. Unless the Terminal is given 
adequate notice, tankers equipped with manifold flanges of other sizes 
or ratings will be rejected. 
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LPG Jetty: 

Location : Lat. 00° 05’ 29” S., Long. 117° 30’ 45” E. 
Year Built : 1977. 

Product Handled Propane. 

Jetty Length : 100 ft. 

Dolphin Distance : 400 ft 


Loading Manifold : 4 in. ANSI series 300. 


Vapour Manifold : 2 in. ANSI series 300. 
Distance — Storage : 5.5 miles (approx.). 
— Offshore : 2.5 miles (approx.). 

Water Depth S115 ni 
Allowable Tanker Berthing : 

Tonnage : Max. 4,100 tonnes. 

Draft : Max. 7.5 m. 

LOA : Max. 110 m. 

LOA : Min. 60 m. 


: Not more than 7.0 m. 

: Not less than 1.0 m. 

: Not less than 30.5 m. 

: Not less than 500 tonnes. 
Not more than 3,000 tonnes. 


Freeboard Empty 
Freeboard Loaded 
Length of Flat Hull 
Cargo Carrying Capacity 


BALLAST/POLLUTION: 

Adequate Ballast: Due to the exposed location of the crude oil loading 
berth, vessels are required to carry sufficient ballast for safe handling, 
having due regard to existing weather and sea conditions. A vessel found 
by the Mooring Master to be not adequately ballasted will be rejected. 
Pollution: Owners and Masters are responsible to observe International 
Convention Laws and Indonesian government regulations concerning 
pollution of the sea, having particular regard for this area of the Makassar 
Strait. 

Clean Ballast: As there are no ballast discharging facilities, vessels must 
arrive at the Terminal with clean ballast, ensuring that all pipelines, 
pumps and strainers have been flushed out prior to arriving. 

The Mooring Master will inspect ship's ballast on boarding and has 

the power to reject any vessel that he deems would cause pollution of 
the sea area, in which case vessel must proceed to sea and return only 
when ballast is completely free of oil. Any vessel rejected because of 
dirty ballast will automatically nullify its Notice of Readiness and will lose 
any priority of position for loading. Ballast discharge should not be 
commenced without the prior agreement of the Mooring Master. 
Bilges: Bilges must not be discharged while at the SBM or in the 
anchorage. 
Inspection During Loading: At night the sea area around the vessel 
shall be adequately lighted, as frequent inspection by the Mooring 
Master will be made during the discharge of ballast. Any pollution 
whatsoever will be cause for rejection. Similarly, any hull leaks causing 
pollution during loading will be cause for rejection and the vessel will 
not be re-accepted unless satisfactory evidence of repairs has been 
certified by a qualified surveyor. 

Cargo hose connections should be inspected during loading, drip- 
pans should be placed under the manifold, all unused cargo connections 
should be blanked off, sea-valves should be closed and lashed upon 
completion of deballasting and all scuppers must be securely plugged. 
Fines and Claims: Any fines imposed by governmental authority for 
pollution shall be for the vessel's account. 

OPERATIONS: 

Mooring Master: A Mooring Master will board the vessel in the 
anchorage area and advise the Master on all manoeuvres relative to 
berthing and unberthing and connecting the hoses. 

Vessels are requested to make a lee and have a pilot ladder long 
enough to reach the Mooring Master's launch. At night adequate lighting 
should be provided. Ships with more than 30 ft. freeboard should rig a 
pilot ladder to a position 3 ft. above the water and an accommodation 
ladder so rigged that the Pilot can transfer from the pilot ladder to the 
accommodation ladder once he is clear of the pilot boat. 

Work Crew: Mooring and unmooring, lifting, lowering, connecting and 
disconnecting hoses will be done by ship's crew under the direction of 
a Terminal Supervisor. Assistance from ship’s personnel in operating 
windlasses, winches, etc. will be required. Ship's crew will undertake 
hose connection/disconnection/mooring/ unmooring and carrying 
equipment from deck to forecastle as required. Any vessel whose crew 
do not give such assistance may be rejected and returned to the 
anchorage. Costs of such a delay would be for the ship's account. 
Tankers Engines and Hose Lifting Derrick: Being.an open roadstead, 
vessels must keep engines on standby during their stay in the berth. No 
repairs to main engines may be undertaken while in berth. Power must 
be kept on deck winches in case adjustments to mooring lines are found 
necessary. Ship's booms and deck winch must be capable of operating 
with a SWL in conformance with the table shown on Page C2 of 
Appendix C to the International Oil Tanker and Terminal Safety Guide. 
Vessels with inadequate hose lifting equipment will be rejected. 

Only the automatic turning gear should be used. If it should become 

necessary to turn the propeller(s) at revolutions greater than the 
minimum obtained by the automatic turning gear, application must be 
made to the Mooring Master in order that arrangements can be made 
to ensure that hoses are kept clear. The Mooring Master's written 
permission must be obtained before any such increase in revolutions. 
Hanging Off Hoses: Small bitts for hanging off loading hoses should be 
provided in line with the loading manifold. 
Safety: Every vessel which berths at the buoy shall remain under the 
charge of the Master who will take all steps necessary to preserve the 
safety and security of such vessel, crew and terminal personnel who 
may board in the execution of their various duties. 

The Master of every vessel at anchor in the designated anchorage or 
secured to the SBM shall ensure that all parts of the vessel, to which 
any person may be lawfully required to proceed, are properly illuminated. 
Efficient and easy means of access shall be provided to every vessel 
at anchor or at the SBM and such access shall be adequately illuminated 
between sunset and sunrise. 
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No person(s) shall be permitted to board or leave the 
than by the gangway or other proper means provided for the % 
The Mooring Master may require the vessel to unmoor at any 
he deems it necessary for the safety of the vessel or the moore, 
for infringement of Port Regulations. ' 
Unsatisfactory conditions will be reported to the Company's tis, 
Superintendent, who is empowered to reject a vessel for future 
unless the reported deficiencies have been remedied. a 
Sufficient Crew members must be immediately available at all ty 
to assist with any or all operations on board the vessel at the T, 
LOADING: Loading Rate: Maximum loading rate will be about 27,5 
bbis.p.h. It is recommended that vessels take maximum flow wih, 
regard to safety in order to expedite turn around time as well 8S t0 pro, 
ballast as quickly as possible. Care should be taken not to 
there is no possibility whatever of pumping back ashore. When vex 
are equipped with permanent ballast tanks, the ballast in these tay 
should be retained on board until the vessel has taken on board suff. 
cargo to be manoeuvrable. Vessels not so equipped should 
the possibility of safely loading and discharging ballast simu! 
as such practice improves turn around time as well as reducing 5 
possibility of breaking out of the berth in bad weather in a comps 
light condition. 
Closing Valves Against Oil Flow: Warning is given of the dang, 
closing valves against an incoming oil stream. This will create excay, 
pressures which may result in damage to the loading hoses, seas 
and Terminal facilities. Vessels will be held liable for damages resus 
from failure to observe this precaution. 
Crude Oil Characteristics: 


Attaka Badak 
API Gravity at 60°F. 43.3 51.7 
Reid Vapour Pressure at 100°F. 8.4 8.2 psi 
Viscosity at 100°F. 1.42 1.38 cS 
Sulphur Content 0.05 0.04 %H 
B.S. & W. 0.05 0.04 %w 
Pour Point 5 20 *F, 
Storage Capacity: 
Crude 2,500,000 bbis. 
Propane 20,000 k/I. 
Loading Temperature: 
Propane 85°F. — 90°F. 


Radio Contact: During loading operations the vessel will contac) 

Terminal Despatcher ashore every half hour by the assigned \# 

channel to ensure that radio contact is being maintained. Pumpingy 

be Senne? immediately if it is found that radio contact with the ships 
en lost. 

In addition to the ship’s VHF the Mooring Master will carry a por) 
radio, of approved design, with which he will be able to contact the sw 
terminal and mooring launches. 

Mooring Launch: Throughout the loading operation a terminal mow 
launch will be in attendance at the ship to tend hoses, etc. 

Every vessel requiring a shore stop will be required to inform) 
Mooring Master at start of loading and sign the form carried by? 
Mooring Master, requesting shore stop. When requesting a * 
Stop”, Masters must understand that Unocal Indonesia Ltd. acca: 
responsibility for any errors in the quantity. Should the cargo aske! 
overload the vessel, it is not possible to pump oil back from the shy! 
the shore. 

CUSTOMS: Cigarettes, cigars, tobacco, matches, spirits, wine, bet 
perfume, arms, ammunition and possibly other items have to be low 
up under customs seal from time of arrival of ship in port until tine! 
leaving territorial waters. Each person is allowed to bring in? 
cigarettes or the equivalent in grams of tobacco or cigars. Sp 
allowances are made for the Master under special circumstances." 
Customs officer will seal the stores. 
FACILITIES: There are no facilities of any kind at Santan. There at’ 
engineering repair shops; no fresh water; no bunkers availabe’ 
provisions or stores; no crane or barge service; no shore leave; ne 
changes; no consulates available, no garbage or waste oil dispos?® 
no Seaman's clubs. 
GENERAL: Exact Arrival Time: It is stressed that vessels must a* 
Port Control of their exact arrival time, as failure to do so may 
loss of their berthing turn. 
Lay Time: Lay time will be calculated as outlined in the Crude OfF1* 
Procedure, Attaka Unit. 
Conditions of Use of Port: The Master of each tanker will be ov 
copy of the Conditions of Use of Port of Santan Marine Terminal, ** 
he will be asked to sign. ; 
Delay Due to Excessive Deballasting: Delays in commence 
loading due to deballasting in excess of 6 hours will be deducted 
the laytime. 
Floating Logs: Masters are advised to keep careful watch oe 
approaches for semi-submerged or floating logs which may bea 
hazardous to safe navigation. 
Charts: Charts for the area are as follows: 
1. Republic of Indonesia, Chart 130, East coast of Kalim® 
Balikpapan to Muara Berau. 
2. Republic of indonesia, Chart 37, East coast of Kalimantan, 
Berau Kutei River to Cape Mangkalihat. 
3. U.S. Naval Oceanographic office, old Chart H.O. 3044, new 
N.O. 72014 Borneo East coast. Sandakan Harbour to S# 
Mahakam. ow 
. U.S. Naval Oceanographic office, old Chart H.O. 6185, ne&* 
N.O. 72110 Borneo East coast, Tanjung Mangkalihat to T! 
Tamarong. 
. British Admiralty, Chart 2636, North part of Strait of Maka 
. British Admiralty, Chart 2660, China Sea — Southern Port 
. British Admiralty, Chart 941-B, Eastern Archipelago. 
" British Admiralty, Chart 3040, Approaches to Santan and 80 
Sailing Directions: Sailing directions are in the following: 
Eastern Archipelago Pilot, Vol Il. 7th Edition, 1961. 
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11971 to January 1972, of an area between Lat. 0° 03’ S. 
ot" 23’ S. and extended from the shore line to some 20 miles 
m*" Charts are available on request from the Terminal showing the 
“ats of this survey for the approaches to the Terminal on a natural 
rae 125,000 and for the anchorage and loading area on a natural 
ese ol! 12,500. a : 

y: See “General” before first port. 
gqpMASTER’S REPORT: 1976 (Updated 1992). 
stuated about 80 miles North of Balikpapan on the East coast of 
in 00.07 S. 117.28 E., the only chart available BA.2636 is of 
small a scale to advise safe first time entry in darkness. So, after a 
pe of unsuccessful attempts to contact Santan Terminal for 
s — only the latter portion of his transmissions were being 
waved, and very underpowered, it was decided to await daylight, 
sing on 118° Meridian. 

“i hrs. vessel was again in the vicinity of Attaka Buoy, Pilot 

ed by VHF 16. He instructed us to proceed 270° T and he would 
“a us, East of SBM. The SBM is located about 4.5 miles offshore, 
nae by a QK.FL.W. light, vis. 6 miles, and is impossible to distinguish 

ka Buoy. 

a eest aoproach is to reach a point 4 miles North of Attaka Buoy 
wen has a Ra.Refl. and was identified at just under 12 miles. From 
sence, subject to the Master's assessment of the situation, and 
ssuming possession of a copy of the Chartlet, to proceed inward on 
«=? T, which will take him along the Approach Channel. But he should 
» prepared for quite strong set to North or South — this being my 

wearience, both inward and outward. Pilot states that up to 125,000 
_ i can be handled. Originally, the channel had 4 buoys, marking the 
uth side of the channel, but the outer 2 have been withdrawn. Channel 
‘ssbeen swept and min. depth shown is 50 m. Each buoy has a Ra.Refl. 
edwith 3.5 mile spacing, are easy to track on radar and visually, once 
_ ser existence is known, from the Chartlet. 

dn anchorage area exists between 0.5 and 2 miles East of the SBM, 
sunded by 3 buoys to West side and 1 to South. These mark Coral 
Seals. The Pilot said it was acceptable to come straight in from Attaka 
ay, in ballast, but loaded vessels must stay in Swept Channel, as the 
nssibllity of isolated Coral Heads exists, and the area South of the 
anne! has not been fully swept. 

Aship's mooring line is lowered to the launch to pick up the port SBM 
mypropylene line, this finally brings up a chain (approx. 8 in. dia. link). 
i special very flexible wire, provided by shore, is secured round both 
tot and Starboard forward bitts on foc’s'le head, with an eye at each 
wd projecting forward. The mooring chain is then shackled to this. A 
sout messenger is acceptable for picking up the starboard mooring, but 
tsadvisable to have a second mooring line available on deck in our 
pnion. The chain is then shackled to the South eye of the shore wire, 
mich is around the bitts. There is no provision for quick release gear, 
wietting go in an emergency, e.g. wind, would not be easy (Note: Since 
‘87 a a mooring/hose party has not been provided). 

Hoses are 16 in., but fitted with 12 in. flanges (not reducers) and are 
wited to manifold, again no quick release provided. Pilots’ estimate of 
veght of each hose is 7.5 tons. Hoses are hung off on chains passed 
tnd manifold supports, instead of cruciform bollards — apparently 
‘xause of the length of chain used. Hose/mooring party work well and 


: A detailed hydrographic survey was carried out 
agographic Survey 09 
Novembe 


£0P is not available, and vessel had to lie awaiting papers after 
_ wing SBM for about 40 minutes, after which passage outward along 
‘channel was without problem, with adequate water depths all the 
ny 

Radio messages are sent via Balikpapan PKN2 to Petroleum 
aikpapan, but appears to be on only 2 hours a day. But Pilot said they 
_ ‘Snot received our ETA's, but said this was quite normal. Agents were 
| “Maminaship Jakarta. No relief facilities, stores, water or bunkers 
talable, and mail both in and out not advised, due uncertain delivery. 


WPMASTER’S REPORT: May 1986. 

Vessel: 95,000 d.w.t. 

Al papers as per Senipah were required, also transit cargo or ‘nil’ 
=) manifest, in duplicate. Terminal is operated by Unocal 76. Coast 
“ad boarded with Agent to inspect vessel's documents which were 
taken ashore by Agent. Polypropylene rope aft for tow boat. 

ith reference to Admiralty Chart No. 3040 only No. 8 channel buoy 
Hen. According to the Pilot the depth of 18.5 adjacent to Buoy ‘A’ 
‘ ing. 


SHORITY: Operator: Unocal Indonesia Ltd., Ratu Plaza Building, 
“Flor, Ji. Jend. Sudirman, P.O.Box 264, Jakarta, Indonesia. 
* 7397344. Telex: 47335 Unocal-la. 

: Marine Terminal: Unocal Indonesia Ltd., P.O.Box 276, Pasir 
%, Balikpapan 76102, Indonesia. Tel: (0542) 34000, (021) 377947 
03315). Telex: 37174, 37240 Unocal la. FAX: (0542) 32993. Contact: 
plain Suardi St. Marajo and Captain R.1. Triyanto, Port Captains. 


‘KUPANG: 01.07 N. 103.55 E. 


NAGE: Pilot not available. 
v RAGE: Vessels anchor in position 01° 07’ 30” N., 103° 53’ 
wet of water in the anchorage is 15 m. — 20 m. at LWS. 
eT genuPana Radio Station. Call sign PKJ 20. 

NG: There is a concrete wharf with a length of 80 m. and depth 
Pe 12.0 m. at LWS. 
weg fe here is a transit shed of 6,000 sq.m. 
OUNes. There are 5 units with capacity 2 tons — 5 tons. 
TVEDone 10 tons — 25 tons mobile cranes. 
PRE RES: Local labour available. 
NEL: WATER: Available. 

* Not available. 
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INDONESIA 


SEMARANG: 07.01 S. 110.27 E. (See Plan) 
DOCUMENTS: 
Required for inward and outward: 

Certificate of Registry. 

Certificate of Nationality. 

Load Line Certificate. 

Radio Telegraphy Safety Certificate. 

Derat Exemption Certificate. 

Last Port of Clearance. 

Safety Equipment Certificate. 

Health Book (used Indonesian Port only) 

Crew List (9 copies). 

Stores List. 

Personal Effects List. 

Free Pratique Granted. 

Light Dues Bill from last Port of Call. 

Customs Cargo Clearance (PU) Import. 

Customs 5 B Form from Last Port of Call. 

Manifest (25 copies). 

Customs Documents Export Cargo (if any). 

Customs Documents Transhipment (Model H if any). 

Authorities boarding the vessels on arrival: 

Immigration Officer. 

Customs Officer. 

Quarantine Health Officer and Police Officer. 

PILOTAGE: Compulsory. Pilot boards at anchorage, can be contacted 

on VHF Channel 16. 

ANCHORAGE: Anchorage 3 nautical miles from coast, where depth 

: ao For re ships safe anchorages 1,900 m. from pier, where depth 
.0 m. — 7.0 m. 

HEALTH: Vessels arriving must hoist “Q” flag. Work can only begin 

after inspection of security team boarding vessel upon arrival during 

working hours. 

RADIO: Semarang Coastal Radio Station. Call sign PKR. 

Frequencies: 500, 8249 and 8354 kHz. Also VHF Channel 16. 
TUGS: Normally tugs join vessel in roads. 

BERTHING: New Whart: Length 605 m. Depth alongside 9.0 m. at LWS. 

Domestic Wharf: Le 340 m. Depth alongside 5.0 m. at LWS. 
STEVEDORES: Necessary to inform Agent exact time of arrival. Labour 
gangs to be arranged 1 day before. Also details of sof to be discharged 
xine to arrange stevedoring materials, especially for ships anchoring 
in roads. 

Gang Capacity: 

In Semarang Port there are 1,409 stevedore workers registered at the 
Labour Pool (Y.U.K.A.) 1 gang labour = 15 stevedore workers. 
Working Rates: 

(a) From vessel to barges and vice versa: 

— Load/discharge general cargo — 12 tons gang hour. 
— Load/discharge bulk cargo — 20 tons gang hour. 
(b) From barges to Godown and vice versa. 
— Load/discharge general cargo — 10 tons gang hour. 
— Load/discharge bulk cargo — 18 tons gang hour. 

(c) From vessel to Godown and vice versa. 
(if vessels at the quay). 
— Load/discharge general cargo — 15 tons gang hour. 
— Load/discharge bulk cargo — 18 tons gang hour. 

(d) Discharge glass sheet from vessel to barges; same as general 

cargo. 

(e) Discharge steel bars from vessel to barge — 20 tons gang hour. 
Working Hours (normal working hours): 

Monday — Thursday 0800 — 0400 hrs. 

Friday — Saturday 0800 — 0200 hrs. 

EQUIPMENT: One day's notice required for hiring. 
Cranes/Forklifts: 

P.L.T.U. Projects: 1 shore crane with max. capacity 90 tons. Can be 
used if not required by P.L.T.U. 

Port Administration (Perum Pelabuhan): 3 mobile cranes with 
max. capacity 10 tons, 10 forklifts max. capacity 2.5 up to 10 tons. 

Unit Terminal P.A: 2 mobile cranes with max. capacity 10 tons, 
5 forklifts with max. capacity 3 up to 5 tons. 
ee Indonesia: 2 mobile cranes with max. capacity 3 tons and 

tons. 

Gesuri Lloyd: 3 mobile cranes with max. capacity 4 tons. 1 forklift 
max. capacity 2 tons. 

Djakarta Lloyd: 2 mobile cranes with max. capacity 3 and 4 tons. 
3 forklifts max. capacity 2.5 tons each. 

Bahari: 2 forklifts with max. capacity 3 tons. 

Godowns: 

Trikora Lloyd: 1,960 sq.m. 

Djakarta Lloyd: 5,400 sq.m. 

Samudera Indonesia: 3,480 sq.m. 

Peini: 3,510 sq.m. 

Bahari: 3,000 sq.m. 

PN.VTP/Tobacco: 1,780 sq.m. 

Unit Terminal PA: 10,520 sq.m. 

Dangerous cargo Warehouse: 800 sq.m. (one only) 

Open Storage: 

Trikora Lloyd: 4,000 sq.m. 

Unit Terminal PA.I-lI-IIl.: 15,470 sq.m. 
Djakarta Lloyd II.: 1,200 sq. m. 
Djakarta Lloyd Ill.: 1,200 sq. m. 


Le 

mudera Indonesia: 4 tugs. 
Gesuri Lloyd: 4 tugs. 
Peini: 1 tug 300 h.p. 
Trikora Lloyd: 1 tug 120 h.p. 
Hesti Kencana Lloyd: 1 tug 120 h.p. 
Atrind Marina Graha: 6 tugs. 
Bahari: 1 tug. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng 


Lighters: 

Samudera Indonesia: 18 lighters (3,955 tons capacity). 

Djakarta Lloyd: 12 lighters (1,850 tons capacity). 

Peini: 9 lighters (1,100 tons capacity). 

Trikora Lloyd: 11 lighters (1,925 tons capacity). 

Bahari: 5 lighters (500 tons capacity). 
MEDICAL: Medical assistance can be given upon ship's arrival. First 
aid can be given by harbour doctor in harbour area. Serious cases taken 
to hospitals in town. 4 hospitals available. Port Health Officer can issue 
vaccination/fever Certificates if required. 
TANKERS: Buoy mooring in position Lat. 06° 53.6’ S., Long. 
110° 25.8’ E. 
FRESH WATER: Can be supplied by 100 ton barge once a day. Also 
available alongside, rate 10 t.p.h. 
FUEL: Fuel oil and diesel oil available in limited quantities, only to 
coasters. 
CONSULS: No local representation. 
REPAIRS: Minor repairs only. Dock for repairing small vessels, tugs 
and barges. 
SURVEYORS: Bulk and Cpl cargo surveyors available. 
GANGWAY/DECK WATCHMEN: Not required. 
OPENING/CLOSING HATCHES: Opening and closing hatches done by 
stevedores. 
CUSTOMS ALLOWANCES: 200 cigarettes or equivalent in tobacco 
permitted for each crew member to hold out of bond. Wine and/or spirits, 
maximum value of U.S. $10. 
REPATRIATION: Repatriation of crew members arranged by Agents by 
contacting Immigration Officer for permits concerned. 


AIRPORT: Airport (A. Yani) 5 miles from harbour. Domestic flights only. 


TIME: GMT plus 7 hours. 

HOLIDAYS: New Year (1st January); Independence Day (17th August); 
Id el Fitr; Christmas Day (25th December), Waisak. 
POLICE/AMBULANCE: Semarang 245 or 726. 

TELEPHONES: No facilities for placing telephones on board. 

SHORE LEAVE: Crew members allowed ashore. 

IDENTIFICATION CARDS: Needed. 

SERVICES: No facilities for underwater repairs, electrical repairs or tank 
cleaning. 


SHIPMASTER’S REPORT: November 1987. 

peoaee: There is no need for vessels of draft over 3.5 m. to anchor 
in roads. 

Berthing: There are 2 berths for vessels of max. draft up to 9.0 m. Length 
of berth about 600 m. We loaded tapioca in bags. 

Tugs: 2x 1,500 h.p. 

Customs Allowances: Bonded store not sealed. It was possible to take 
beer and cigarettes without permission of Customs. 

Time: GMT plus 7 hours. 

Delays: \t seems that no loading is carried at anchor any more. 


AUTHORITY: Port Authority Tanjung Emas, JI. Sers. Marinir Usman 
Janatin No. 8, Semarang, Central Java, Indonesia. Tel: 24491, 20687. 
Telex: 22305. Cables: Kacab Smg. Contact: Captain Alex Moniaga, 
Branch Manager. 


SENIPAH TERMINAL: 01.03 S. 117.13 E. (See Plan) 


LOCATION: The Sea Terminal consists of a SBM (Single Buoy 
Mooring), loading berth also known as “mono-buoy”. Berth is located 
in position Lat. 1° 03’ 05” S., Long. 117° 13’ 13” E. 

The Terminal is situated about 45 km. N.E. of Balikpapan on East 


Coast of Kalimantan, Indonesia, at position 0° 58’ 05” S., 117° 08’ 27” E. 


DOCUMENTS: Indonesian Immigration, Customs, Harbour Master and 
Port Officials will board the vessel to grant clearance and will require 
the following for inspection: 

2 Parcel Lists. 

2 Currency Lists. 

2 Arms & Ammunition Lists. 

2 Inventory Lists. 

2 Vaccination Lists. 

2 Animals Lists 

2 Narcotics Lists. 

8 Crew Lists. 

2 Crew Declaration of Personal Belongings. 

2 Ship's Stores List (inventory). 

3 Passenger Lists (if any). 

2 Cargo Manifest for Transit Cargo with a summary. 

Clearance from the Last Port of Call. 

Valid Passport and/or Seaman's Certificate for all crew members. 

Certificate of Inoculation against any contagious diseases. 

If arriving from a foreign port, the following documents may be required 
for granting Pratique: Certificate of Registry; Ship’s Construction 
Certificate; Load Line Certificate; Life Safety Equipment Certificate; 
Safety Radio/Telephone/Telegraph Certificate; Cargo Gear Certificate 
and Derat or Exemption Certificate. TOVALOP Certificate. 

Crude oil loading documents will be prepared at the Senipah Terminal 
and when the vessel has been loaded, the documents will be completed 
and final clearance formalities will be carried out on board. 

Also see “General” before first port. 

PILOTAGE: Procedure when berth is available on arrival. 

A vessel for which the berth is available on arrival will be boarded by 
a Mooring Master in the anchorage area and, providing that the vessel 
is in all respects ready to commence loading (except for the necessary 
deballasting) the Notice of Readiness will be acknowledged as soon as 
tendered to the terminal by the Master of the vessel. 
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The Mooring Master will advise the Master on all Manoeuing 
berthing and unberthing and connecting the hoses. 

Vessels are requested to make a lee and have an ACCOMM 
ladder long enough to reach the Mooring Master's launch. 

At night, adequate lighting should be provided. 

When Mooring Master boards all mooring and hose equipm, 
be lifted on board from the mooring launch. ’ 
FLAGS: In accordance with practice in Indonesian ports, the Ven, 
national flag, the Indonesian courtesy ensign, quarantine, immigns 
pilot and call sign flags must be displayed by all vessels 
Senipah. These signals shall be displayed continuously until Clear, 
is granted. 

signals are as follows: Sunrise to Sunset: Quarantine Flag 
Sunset to Sunrise: Signal lights (red over white). | 

The “N" flag should be flown until the Immigration Officer boars, 
ship. The “G” flag should be flown until the Mooring Master board. + 
vessel should also fly its call ary (signal letters). This signal » 
however, be hauled down after vessel is secured to the Say 
must be flown again when the vessel is sailing and kept flying Until 
the vessel is clear of the anchorage area and the Mooring Masts, 
left. As soon as the Mooring Master boards, the “G” fi ! 
replaced by the “H” flag. The tanker may fly the “P” flag if it is gory 
sail within 24 hours. 

NAVIGATION AIDS: 

S.B.M.: The S.B.M. has a 360° yellow light, flashing every second ve 
for 5 miles under an atmospheric transmissivity of 0.85. This ope, 
from sunset to sunrise. 

Oil Platforms: Oil platforms of Bekapai Oil Field which are si» 
approximately 17 miles East by North of Senipah SBM, SHOW at 
a white light flashing, 2 short and 1 long flash (letter U). | 
ANCHORAGE: If vessels are obliged, or instructed to anchy) | 
should do so in the recommended anchorage area which is centy | 
position: Lat. 1° 05’ 29” S., Long. 117° 15’ 01” E. and has a rady 

1 mile. Water depth is between 40 m. to 45 m. While at anchors 
should exercise vigilance and keep in touch with the Terminal by) 
at all times. 

Procedure when instructed to anchor on arrival: A vessel whic) | 
been instructed by Senipah Terminal to anchor on arrival shoulds | 
doing so, inform the Terminal of the precise anchoring time. Acco | 
to the practice of the Terminal acknowledgement of the Nota | 
Readiness will coincide with this anchoring time, providing: 1 

(a) That it is within the hours of daylight — deemed to be from 060) 
local time to 1800 hrs. local time. ' 
(b) That it is not a Public Holiday or Sunday, unless the vess 
actually handled on that day. | 
(c) That the Terminal is open. 
(d) That cargo is available in accordance with accepted loadingé 

In addition to clauses (a), (b) and (c), above, vessels will m) , 
accepted when arriving at an unreasonable time ahead of ther: | 
advised ETA. It is not the practice of the Terminal to keep Pilots (Mor, 
Masters) on station in the anchorage area. Senipah Terminal maine 
a continuous listening watch on VHF (Channel 6). 
MAX. SIZE: 
Minimum Size: Minimum size tanker acceptable at the Terma | 
50,000 d.w.t. However, on an exceptional basis, it will be posste 
accommodate tankers of 32,000 d.w.t. minimum size but must bes 
to use SBM mooring system. Minimum LOA 195 m. 

Maximum Size: Maximum size tanker acceptable lifting a full cari 
be 125,000 d.w.t. On exceptional basis, Terminal can consider hat 
a tanker up to 150,000 d.w.t. Max. LOA 275 m. 

Tankers of a larger size may be accommodated in the future, prow 
that Senipah is their first port of loading and that they load a pata 
only. These limits are at present under study. 

Draft Requirement on Arrival: Vessels arriving at Senipah Me 
Terminal should have the following draft: 


d.w.t. Fore Aft 
Under 60,000 5.0m. 8.0 m. 
Over 60,000 7.0m. 9.0m. 


RADIO: Advice of Arrival: 72 hours prior to arrival at the Tem 
vessels should advise the Company of their ETA by cable set’ 
Pertamina’s Coastal Radio Stations at Jakarta/Merak/Balikpapan. 
should also confirm or amend them when they are 48 hours, am# 
when 24 hours, distant from the Terminal. 

Total Indonesie cable address: Totalindo Balikpapan. Ate® 
Senipah Marine Terminal and Totalindo Jakarta. Attention: Shipo® 
Communication for Contacting Agent: Pertamina Jakarta Rado® 
(owned and operated by Pertamina). 


Frequency Hours Keep Wee 
kHz GMT kHz 
452° H24 500 
8628 0200-0300, 0400-0500, 
0700-0800, 1030-1200 8356-8" 
1400-1500, 1800-2000, 
2200-2300. 
12980 0000-0200, 0300-0400, 
0500-0700, 0800—1030, 
1200-1400, 1500-1800, 
2000-2200, 2300-2400. 1253418 
VHF Ch. 9/16/19 0000-1500. Chi 
*Call/Reply 
Pertamina Merak Radio/PKQ (owned and operated by Pertamnt 
Frequency Hours Keep We 
kHz GMT KH 
452" 0000-0400, 0800—1000 500 
1200-1400. 
8626 0100-0200, 0900-1030, ase 
1500-1600, 2300-2400. 
4361.6 0000-0100, 0200-0300, é 
0800-0900. 2182, 
4063 AM 


._ 


_ 


Hours Keep Watch 
sor ial GMT kHz 
6518.6 0300-0400, 1200-1400. 2182, 6204 
A3JA3H 
ue on. 1619/24/26 H24 Ch.16 
| Loan Balikpapan Radio/PKN2 (owned and operated by Pertamina). 
Frequency Hours Keep Watch 
kHz GMT kHz 
4415 H24 2182 
6520 H24 8249 
A3J/A3H 
yHF Ch.16/19 ; H24 ae Ch.16 — 
yote: 1. All poe destined to “Pertaminaship” can be sent to either 
Q or PI ‘ 
ap Cable: The following information should be included in cable; 
») Name of vessel and radio call sign. 


») ETA and date in local time (GMT plus 8 hours). 
s) Cargo requirements. 

4 Deballast time. 

s) Maximum loading rate. ‘ 

@ \fthere is any sickness aboard or clean bill of health. 

g) Last port of call. ; 

») Any hull, bulkhead, valve or pipeline leaks on vessel which could 
affect loading or cause pollution. 

) Distance in metres from bow to vessel's loading manifold. 

Flange dimensions of vessel's manifold connection, if not to ASA 
series 150 or equivalent. 

2 For tankers equipped with telex system, can make direct contact 
» Tl JKT attention Ship-Coord: Telex No. 44108. Tl BPPN attention 
yo-Term: Telex No. 37101 or 37181. 

‘ure to advise Terminal of ETA may lead to loss of berthing turn. 

Also see “General” before first port. 


%STRICTIONS: Berthing during daylight only. Unberthing at any time. 


WHF: Vessels equipped with VHF Radio Telephone should contact 
minal on international mobile service Channel 6 from 0000—2400 hrs. 
suT. Other Channel used is 16. 

lnquage: The language of the Terminal is English and Indonesian. 


%ERTHING: The SBM is approximately 6 miles (11.1 km.) offshore in 
oproximately 28 m. of water. 

The SBM is served by 2 submarine lines of 26 in. diameter. Two 
wings of 20 in. hose connect the SBM to submarine line header. One 
6. floating hose string reduced to 12 in. is connected to Tanker for 
cating purposes. Hoses are lifted up and connected individually on port 
see 


lok Crew Service: Mooring, unmooring, lifting, lowering, connecting 
midisconnecting hoses will be done by ship's crew under the direction 
ithe Mooring Master and assistance of Terminal crew. 

’scommodation and meals: The Company Mooring/Loading Master and 
‘screw (2 persons) stay on board the tanker during the time of the 
erations. Free accommodation and meals of the same standards as 
tose of the Tanker’s officers (for the Mooring Master) and of the Tanker 
vew (for company crew) must be provided. 

lnter's Engines: Being on open roadstead, vessels must keep engines 
nslandby during their stay in berth. No repairs to main engines may 
“undertaken while in berth. 

Only the automatic tuming gear should be used. If it should become 
‘essary to turn the propeller(s) at revolutions greater than the 
‘imum obtained by the automatic turning gear, application must be 
"ede to the Mooring Master in order to ensure that there is no 
fonvenience to do so. 

The Mooring Master's written permission must be obtained before any 
‘th increase in revolutions. 


WORING/UNMOORING: Method of Securing to Buoy: This 
*scption is only intended as a guide and may be varied as to orders 
tines etc. according to circumstances and weather prevailing at time 


? mooring. 
then Mooring Master boards all mooring and hose equipment for the 
on hand will be lifted from the mooring launch. 
‘Approach: The vessel will be brought to a position close to the buoy 
"vessel stopped in water with SBM fine on port bow. During approach 
*S8M, one mooring launch will keep hoses well clear of vessel. From 
* 1994 there will be only one mooring rope of 21 in. for securing 
sel fo SBM. Actual work of mooring will be done by ship’s crew with 
o nce from terminal work crew. Vessel will lower a mooring rope 
ts 900d lashing on eye to the mooring launch which will make this 
'0 approach rope. The approach rope of 10 in. circumference 
pylene will be hove on board until the chafing chain is 
Ssximately centred in the fairlead. 
“suing the Mooring Lines: While approach is being made, two 11 in. 
Te Stops will be made fast one on each side to the forecastle bitts. 
Pe Stop will be attached to a 50 ton shackle with pin removed. This 
“Xe should be lying between 2 m. to 3 m. in board of fairlead. 
| tpg Sufficient chafing chain has been heaved on board, the rope 
| ws will be shackled on to the end links of the chain. The approach 
wil then be slackened off and used as back up to the rope strops. 
Mert Mooring is completed the mooring launch will be made fast bya 
iaiige fope (200 m. long) through the centre lead aft so as to be in 
~ “anngeg? {OW as long as the tanker is in the berth. 
‘es ting Hoses: When mooring is completed a work boat holding the 
‘tn Clear will bring the hoses alongside the port side manifold for 


tenting: To unmoor from the SBM all extra back up lines that have 
trdasee are slipped first. The approach rope is then taken to ship's 
Penig Capstan and hove up, both of them together, until sufficient 
te ensue to remove both shackles from the terminal strops. When 
tn lis moving slowly astern the approach ropes are slackened 
water slowly and finally slipped until allowed to float free. 


INDONESIA 


LOADING: 

Loading Rate: Maximum loading rate will be nearly 19,000 barrels 
(2,850 metric tons) per hour. It is recommended that vessels take 
maximum flow with due regard to safety in order to expedite turn around 
time as well as to provide ballast as quickly as possible. 

Care should be taken not to overload, as there is no possibility 
whatever of pumping back to Terminal. When vessels are equipped with 
permanent ballast tanks, the ballast in these tanks should be retained 
on board until the vessel has taken on board sufficient cargo to be 
manoeuvrable. Vessels not so equipped should examine the possibility 
of safely loading and discharging ballast simultaneously, as such 
practice improves turn around time as well as reducing the possibility 
of breaking out of the berth in bad weather in completely light condition. 
Hose Lifting Derricks — Deck Winches: Ship booms and deck winches 
must be capable of operating with a SWL of 5 tons for tankers to be 
secured to the SBM. Vessels with inadequate hose lifting equipment will 
be rejected. Power must be kept on deck winches in case adjustments 
to mooring lines are found to be necessary. 

Manifold sizes: The hoses at the terminal are 12 in. in diameter. 

Tanker manifolds should terminate in ASA series 150. Unless terminal 

is given adequate notice, tankers equipped with other sizes or ratings 
will be rejected. 
Grades of crude oil available: There are 2 grades of Crude Oil available 
at Senipah Marine Terminal, namely, Bekapai Crude Oil and Handil 
Crude Oil. Vessels lifting Bekapai Crude are not required to heat the oil 
during voyage to the discharge port. 

Vessels lifting Handil Crude Oil are required to be equipped with 
heating coils. 

It is recommended, as from commencement of loading of Handil 
Crude, the vessel should endeavour to maintain a temperature of 105°F 
or at least a temperature slightly above the pour point (+85°F) until the 
time the vessel discharges its cargo at the unloading port. 

In case a vessel has to load 2 parcels of cargo (i.e. 1 Handil and 
1 Bekapai), loading must be stopped between the two parcels for line 
flushing with the second grade of oil. 

Outward Clearance: A tanker will be considered clear to depart Senipah 
Terminal when the crude oil loading documents have been delivered to 
the Master. 

Any protests by the Master concerning the quantity of cargo should 
be made before departure and any resulting investigation should be 
made before the vessel sails. 

BALLAST: 

Adequate Ballast: Due to the exposed location of the crude oil SBM 
berth, vessels are required to carry sufficient ballast for safe handling, 
having due regard to existing weather and sea conditions. A vessel found 
by the Mooring Master to be not adequately ballasted will be rejected. 
Pollution: Owners and Masters are responsible to observe International 
convention laws and Indonesian Government regulations concerning 
ear of the sea, having particular regard for this area of the Macassar 

trait. 

Clean Ballast: As there are no ballast discharging facilities, vessels must 
arrive at the Terminal with clean ballast, ensuring that all pipelines, 
pumps and strainers have been flushed out prior to arriving. 

The Mooring Master will inspect ship’s ballast on boarding and has 
the power to reject any vessel that he deems would cause pollution of 
the sea area, in which case the vessel must proceed to sea and return 
only when ballast is completely free of oil. Any vessel rejected because 
of dirty ballast will automatically nullify its notice of readiness and will 
lose any priority of position for loading. Ballast discharge should not be 
commenced without the prior agreement of the Mooring Master. 
Bilges: Bilges must not be discharged while at the Terminal. 
Inspections During Loading: At night the sea area around the vessel 
shall be adequately lighted, as frequent inspection by the Mooring 
Master will be made during the discharge of ballast. Any pollution, 
whatsoever, will be cause for rejection. Similarly, any hull leaks causing 
pollution during loading will be cause for rejection and the vessel will 
not be reaccepted unless satisfactory evidence of repairs has been 
certified by a qualified surveyor. 

Cargo hose connections should be inspected during loading, drip- 
pans should be placed under the manifold, all unused cargo connections 
should be blanked off, sea-valves should be closed and lashed upon 
completion of deballasting and all scuppers must be securely plugged. 
CUSTOMS ALLOWANCES: Cigarettes, cigars, tobacco, matches, 
spirits, wine, beers, perfume, arms, ammunition and possibly other items 
have to be locked up under Customs seal from time of arrival of ship in 
port until time of leaving territorial waters. Each person is allowed to 
bring in 200 cigarettes or the equivalent in grams of tobacco or cigars. 
Special allowances are made for the Master under special 
circumstances. 

The Customs Officer will seal the stores. 

AIRPORT: Senipah Airport is near the town. Sepinggan Airport is 70 km. 
TIME: GMT plus 8 hours. 
SERVICES: There are no facilities of any kind at Senipah: 

There are no engineering repair shops. 

No fresh water. 

No bunkers available. 

No provisions or stores. 

No crane or barge service. 

No shore leave. 

No crew changes. 

No consulates available. 

No clinic available. 

GARBAGE DISPOSAL: Not available. 

WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS: None. 

GENERAL: 

Floating Logs: Masters are advised to keep careful watch on the 
approaches for semi-submerged or floating logs which may become 
hazardous to safe navigation. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle 


AGENCY: General Agent: Pertamina Shipping Directorate, 32-34 Jalan 
Yos Sudarso, P.O. Box 327, Jakarta, Indonesia. Cables: Pertaminaship 
Jakarta. Tel: 691185, 692639, ext. 225-315-335. Telex: 49221, 49285 
Jakarta. 

Also see “General” before first port. 


SHIPMASTER’S REPORT: May 1986 

Vessel: 95,000 d.w.t. 

Of the documents listed only Crew Lists, Narcotics Lists, Crew 
Declarations, and Stores Lists were required. 2 cargo manifests of ‘Nil’ 
cargo were required. Ship's documents taken ashore for examination. 
Cargo papers take at least 1 hour. Pilot boat's full speed only 8 knots. 


AUTHORITY: Operator: Total Indonesie, P.O.Box 6, Balikpapan, East 
Kalimantan, Indonesia. Te/: (0542) 24311. Telex: 37101 Bpp. 
Cables: Totalindo Balikpapan. FAX: (0542) 22212. Contact: Head of 
Production Department. 

Head Office: Kuningan Plaza North Tower, Jalan H. R. Rasuna Said, 
Kavling C. 11-14, Jakarta Selatan. P.O.Box Tromolpos 10, Jakarta 
10002. Tel: 5200505. Telex: 011-44108. Cables: Totalindo Jakarta. 


SIBOLGA (Pulau Herek): 01.44 N. 98.45 E. 


PILOTAGE: Not compulsory. 

ANCHORAGE: Vessels anchor near Pulau Sarudik Beacon (red light). 
Position 01° 43’ N., 98° 45’ E. Depth 9.0 m. 

RESTRICTIONS: Maximum draft 5.3 m. at LWS. 

RADIO: Sibolga Coastal Radio Station. Call sign PKB-3. Frequencies: 
474 kHz. and 500 kHz. (A1/A2). 

TUGS: Privately owned tugs available. 

BERTHING: A “T" shaped wharf with length 130 m. and width 10 m. 
The approach is 103 m. long and 15.5 m. wide. Depth alongside 5.3 m. 
at LWS. Maximum capacity 15 tons. 

Storage: Godown space available of 900 sq.m. and open storage space 
of 600 sq.m. 

Fork Lifts: 2 x 2 tons — 5 tons. 

CRANES: Not available. 

STEVEDORES: Available from labour pool. 

FRESH WATER: Available when alongside wharf. 

FUEL: Not available. 

REPAIRS: No facilities available. 

GENERAL: Barges: Privately owned flat-top barge available. 


SORONG: 00.53 S. 131.15 E. 


PILOTAGE: Compulsory. Pilot requires 6 hours notice of arrival and 
3 hours notice of departure. 
ANCHORAGE: The anchorage whilst awaiting sea pilot is located in 
position Lat. 00° 52’ 00” S., Long. 131° 13’ 30” E. 
eer en Berthing and unberthing possible at any time day 
or night. 
MAX. SIZE: 21,000 d.w.t. Max. LOA 175 m. 
RADIO: Sorong Radio on HF, call sign PKY-41. The station is operated 
by Pertamina. 

Vessels should contact Pertamina 72 hours, 48 hours and 24 hours 
prior to arrival. 
TUGS: Available. 
BERTHING: The jetty is located in position Lat. 00° 52’ 54” S., Long. 
131° 14’ 43.8” E. Depth alongside 11.0 m. at LWS. 

Also see “Kasim Marine Terminal”. 
LOADING: 
Cargo Handled: 


Loading Discharge 
Product Rate Rate Hoses 
(per hour) (per hour) 
Crude Oil 800 bbis. 1x8 in. 
Premium 100 k/l 1x6 in. 
Kerosene 100 k/l 1x6 in. 
HSD 40 k/l 100 k/l 16 in. 
Shore Storage Tanks: 
Oil Products Total Safe Capacity 
Crude Oil 170,000 bbis. 
Premium 2,572 k/l 
Kerosene 1,528 k/I 
HSD 7,961 k/ 
Slops 5,000 k/I 


Physical Characteristics of Crude Oil: 


API Gravity at 60°F. : 35-34 
Reid Vapour Pressure at 100°F. 2.5 psi 
Viscosity at 100°F. > 5.9: cSt 
Sulphur Content : 0.7% wt. 
Carbon Residue > 1.0 -—2.5% wt. 
B.S. & W. 0.05 — 0.10% vol 
Flash Point (PMCC) Below 50°F. 
Pour Point 10°F. 

Loading Temperature: 86°F. 
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MEDICAL: Hospital and clinic available. 

DENSITY: 1020 — 1025. 

FRESH WATER: Available at a rate of 25 t.p.h. 

FUEL: Available. 

CONSULS: None. 

AIRPORT: Jefman Island which is 8 miles away. 

TIME: GMT plus 9 hours. 

AUTHOR! Operator: Pertamina, Pertamina P&T Unit, 5 
JI.A.Yani, Sorong, Irian Jaya, Indonesia. Tel: (0951) 21743. Telex: 7, 
FAX: (0951) 21729. 


SUNGAI PAKNING: 01.20 N. 102.09 E. 


PILOTAGE: Compulsory. Pilot requires 6 hours notice of arrival, 
3 hours notice of departure. 

ANCHORAGE: The anchorage whilst awaiting sea pilot is locay 
position Lat. 01° 56’ 30” N., Long. 101° 50’ 30” E. 

The anchorage whilst awaiting berth is located in position 
01° 23’ 00” N., Long. 102° 10’ 00” E. 

RESTRICTIONS: Berthing during daylight hours only. Unberthing: 

time, day or night. 

MAX. SIZE: 61,000 d.w.t. Max. LOA 220 m. 

hence Dumai Radio on HF, call sign PKP. This station is operais, 
itjenla. 

VHF: Sungai Pakning Radio, call sign PKP-5. This station is ope 

by Pertamina. 

BERTHING: There is an offshore platform located in position) 

01° 20’ 24” N., Long. 102° 09’ 29.5” E. Depth of water at the platior 

15.3 m. at LWS. 

There are two berths, the inner berth and the outer berth. 
LOADING: Outer Berth: Vessel’s port side manifold required. Veg 
discharge crude oil at a rate of 1,000 t.p.h. and load LSWR at a re 
1,300 t.p.h. There are 10 in. loading arms on the platform. 

Inner Berth: Vessel’s starboard side manifold required. 
kerosene and diesel oil loaded at a rate of 400 t.p.h. through 6x4) 
loading arms. 

MEDICAL: Hospital and clinic available. 

DENSITY: 1012 — 1020. 

FRESH WATER: Not available. 

FUEL: Not available. 

CONSULS: None. 

TIME: GMT plus 7 hours. 

AUTHORITY: Operator: Pertamina, Dumai. 


SURABAMJA (Tandjong Perak): 07.12 S. 112.44 E. 
(See Pie 


DOCUMENTS: Upon arrival vessels have to produce the fokw 
Certificates and Documents, which will remain in the Harbour Mast 
custody until cleared: 

Nationality (Registry) Certificate. 

Seaworthiness Certificate. 

Measurement (Tonnage) Certificate. 

Derat (Exemption) Certificate. 

International Load Line Certificate. 

Safety Certificate (passenger ships). 

Safety Equipment Certificate (cargo ships). 

Safety Radio and Radiotelephony Certificate (cargo ships). 

Certificate of Approval (ship's radio station). 

Health Book or Bill of Health. 

Last Port Clearance. 

Subscription of Light and Harbour Dues and whartage if any 

Crew Lists and Passenger’s List. 

Ship's Articles. 

2 Stores Lists. 

Also see “Radio Officer's Report’. 

IMMIGRATION: (Department of Defence and National S#! 
Vessels arriving from abroad with passengers must hoist the W ‘ 
Masters have to supply the boarding Immigration Office 
Passenger’s List of: (a) disembarking. (b) transhipping. (c) 
passengers. 

No persons are allowed on board until the vessel has been eu 

and the “N” Flag taken down. Passengers must be in A 
valid visa: visitor's, entry or a transit visa. Those not having a¥* 
at the discretion of the Immigration Officer, obtain a landing 
Members of the crew including the Master must appear in the 
in order to get shore permits. 
PILOTAGE: Pilots are in Government service. Pilot signals af” 
to International Code of Signals. Pilots have to be o oy 
10 hours before arrival and 8 hours before departure. 

Compulsory Pilotage, consisting of sea and harbour pilotag® 


i 


channel: The Sea Pilot will board the vessel at the entrance 
ester Channel from pilot launch stationed at Karang Jamuang 
cet 6 55’ 43” S., Long. 112° 43' 46" E. Upon arrival at the 
ne by day, ships should hoist the International Code Flag “G” 

«pe Ship's International Call Sign. Pilot station on VHF Channel 12, 
® 600 hrs. — 0000 hrs. Pilot boat on VHF 12, 14 and 16. The following 
— wonals regarding Pilots should be observed if shown by the pilot 


oy night: a flare-up light (white) or waving a white light above the 
* ‘means: Pilot will soon board your vessel. 

my day: the First Substitute over the Code Flag “S" means: no 
ng available, vessel allowed to proceed until she meets the Pilot. By 
a red light over a white light. 
+ gy day: 2 black cones 1 vertical over the other points downwards 
wy night: 2 green lights 1 over the other means: no Pilots are available 
«snips of less than 10,000 cu.m. gross. If this signal is made by the 
ag. vessels do not have to show the pilot signals. 
4 By day: the International Signal GFM or by night: a green light 
sa white light means: Pilot will board your vessel by row-boat as no 
seorpoat is available. ; ; 

sagem Channel: No pilot vessels. Pilots will board the vessel at the 
} by means of a pilot barge dispatched from Tg. Perak Pilot 

at the Harbour Master's Office. 

“cea Pilot will take the vessel up to the Inner Roads, where the Harbour 
ait takes over. wey ag 

sauest for Pilot: Request for Pilot is made by the ship's Agent 10 hours 
yorto the entry of vessel in port. At least, 6 hours prior to departure, 
quest for Pilot must also be submitted. 

tis request is submitted to Pilot Division on telephone numbers 
3157, 291354. 

fo information regarding the arrival of a vessel, the Master of the 
sssel can send a cable to Tanjung Perak Port Administration by way 
+ VHF radio telephone on Channel 12, which is available round the clock. 
The Master of vessel can also send the cable through “PKD”, see “Radio”. 
WCHORAGE: Waiting anchorage for Pilot within: 

lat 6°51'S., Long. 112° 45’ E.; Lat. 6°51'S., Long. 112° 47’ E.; 
i 6°52.5'S., Long. 112° 47’ E.; Lat. 6°52.5'S., Long. 112° 45’ E. 
jet 22 m. at LWS. 
%STRICTIONS: There are 2 entrances: Wester and Eastern 


crannels. 
festern Channel: Used for deep draft vessels with depth of 9.5 m. at 
WS. Distance to Tg. Perak about 25 miles. 
fastem Channel: Least bar depth through this channel is 2.5 m. — 5 m. 
2lWS. Distance to Tg. Perak is about 22.5 miles. 
warding Area: Harbour Pilots, Quarantine Officer and Immigration will 
yard the vessel at the Inner Roads (anchorage). 
WAX. SIZE: The max. draft for vessels entering the access channel to 
report is 9.5 m. with a max. LOA of 210 m. without escort by tug. 
(vessel's draft is over 9.5 m. and up to 10.2 m., it must be escorted 
yatug through the access channel, and will only enter on high tide. 
410: Coastal Radio Station call sign PKD. 
Frequencies: 430, 500, 550, 8730 and 8754.4 kHz. 
Piet Station Karang Jamuang is also reachable through radio call sign 
*W: frequency 500 kHz. This station can also be contacted by VHF 
dannels 12, 16. 
HF: Pilot boats: Channels 16, 14, 12 and 10. 
Piot Station: Channels 12 and 14. 
Harbour Master: Channel 16. 
Tus: Channels 12, 14 and 10. 

: For poor steering vessels and those with deep drafts, tugs 
rowel is indispensable from light buoy No. 5 till light buoy No. 4 


The tug service is provided by the Port Administration for which the 

“Administration has 8 tugs (800 h.p. — 1,700 h.p.). 2 mooring boats 

& available. 

ey The total length of effective quay in Tanjung Perak Port 
m. 


Quay Length Depth at LWS 
anrud Utara 1,117 m. 9.5 m. 
amrud Selatan 800 m 9.5 m. 
anrud Barat 203 m 9.5 m. 
eian Barat 735 m 9.5m. 
Sian Timur 780 m 9.5 m. 
erian Utara 140 m 9.5 m. 

Nlam Timur 930 m. 9.5 m. 

\ 140 m 9.5 m. 
ah 755m 7.0 m. 

_Sogasari (wheat) 300 m 9.5 m. 

"ker Terminal: 

Sovernment Petroleum Pier Depth alongside atLWS is 9m. 

ampir East z 12 m. 
Per nhl West * 10 m. 

ny fhe: Situated at the Southern end of Tambatan Nilam, equipped 
wed ensPorter and 2 bunker barges with steam operated grippers, 
ois by P.N. Tunda Bara. 

EQUIPMENT: 

4 Port 
rang PAcity Administration Private Total 
2 tons = 5 units 5 units 
25 tons 70 units 5 units 75 units 
; tons — 19 units 19 units 
tons —_ 20 units 20 units 
5 tons — 6 units 6 units 
4 tons 10 units 14 units 24 units 

o tons 3 units 3 units 6 units 

2 tons 1 unit 1 unit 2 units 

tons _— 1 unit 1 unit 

tons 2 units — 2 units 
tons 2 units 1 unit 3 units 


INDONESIA 
Port 
Capacity Administration Private Total 
Mobile Cranes: 
7 tons — 1 unit 1 unit 
15 tons 10 units _ 10 units 
25 tons 2 units 2 units 4 units 
30 tons _ 1 unit 1 unit 
Floating Crane: 
50 tons 1 unit = 1 unit 
200 tons 1 unit — 1 unit 
Trailers: 
3.5 tons 1 unit _ 1 unit 
20 tons 3 units _ 3 units 
30 tons _ 1 unit 1 unit 
40 tons _— 2 units 2 units 


MEDICAL: Hospital and Port Health Centre. 

STEVEDORES: Working hours: Monday-Thursday 0700 — 1200, 1300 — 
1500 hrs. Friday 0700 — 1100, 1300 — 1500 hrs. Saturday 0700 — 
1200 hrs. Overtime: Monday-Friday 1500 — 1700 hrs. Sundays, holidays 
0700 — 1200, 1300 — 1500 hrs. Night work allowed after permission from 
the Port Authority. 

Average for bulk cargo 20 t.p.h. per gang 

Average for bagged cargo 27 t.p.h. per gang 

Average for general cargo 20 t.p.h. per gang 

Average for machinery/iron 8 t.p.h. per gang 
TANKERS: See “Berthing”. 

FRESH WATER: Supply is handled by the Harbour Board to the berths 
and by 5 water barges. Present capacity about 1,100 tons per day for 
the whole harbour. Priority is for passenger vessels and application 
required 48 hours prior to ship's arrival. 
FUEL: Fuel can be obtained via pipelines to all berths or by barge. 
CONSULS: Australia, Belgium, France, India, Japan, Netherlands, 
Pakistan, Philippines, Russia, U.K., U.S.A. 
REPAIRS: Dry-docking and all kinds of repairs are carried out by the 
State-owned P.N. Dock. There are floating docks, capable of lifting 
15,500, 3,500 and 4,000 tons. There are several slipways for coasters. 
Electronic Repair Shop: All kinds of electronic repairs such as radar, 
echo-sounder, etc., can be repaired by private contractors. 
PORT SECURITY: Maintained by members of the Indonesian Armed 
Services, usually, Police, Navy or Marine and Army. Crew members 
should be in possession of a shore pass issued by the Port Authority, 
accompanied by an identification card when leaving or entering the 
guarded gates of the Port Area. Shore passes can be obtained via the 
encies. 
CUSTOMS: It is strictly prohibited to take undeclared foreign currency 
ashore. It is recommended that Masters consult the Agents about local 
prevailing Customs Regulations with regard to currency, cigarettes, 
spirits, etc., to prevent unnecessary difficulties and eventually fines. 
BANKS: Bank Negara 1946, Bank Bumi Daya and Bank Rakyat 
Indonesia. 
DEVELOPMENTS: Developments of the Short Term (1981-85): 

Supply of facilities for inter-state vessels: 8 quays length 640 m., 
4 Godowns (area 13,700 sq.m.), 7 stacking areas (area 15,573 sq.m.). 

Supply of facilities for container ships by changing part of the berths 
which are available, so that there is a facility for loading and unloading 
the containers: 4 quays length 1,200 m., stacking area 66,800 sq.m. 

Build CFS (Container Freight Station) at the former Perak Airfield of 
an area 42,695 sq.m. To have available loading and unloading 
equipment: 2 multi-purpose mobile cranes, 12 head trucks, 2740 ft./ 
20 ft. chassis, 1225 ton top loaders. 2x40 ton transtainers. 
Developments of the Medium Term (1986-90): 

Supply of facilities for inter-state vessels: 16 quays length 1,280 m., 
8 Godowns (area 25,600 sq.m.), 8 stacking areas (area 30,000 sq.m.). 

Supply of the facilities for container ships: 2 quays length 500 m., 
CFS near the quay 20,000 sq.m. 

At the former Perak Airfield 200,000 sq.m. To have available loading 
and unloading equipment: 4 container gantry cranes, 18 head trucks, 
3240 ft./20 ft. chassis, 12x25 ton top loaders and 6x40 ton transtainers. 
Developments Long Term (1991-2000): 

At whey stage a new basin at the West side of the Naval Academy is 
planned. 

In this stage will be prepared: Facilities for inter-state vessels: 
40 quays. Facilities for ocean-going vessels: 14 non-container quays, 
2 container quays. 

A container quay with length 500 m. and depth 10.5 m. (completed). 


RADIO OFFICER’S REPORT: September 1990. 
Documents: 
Agent: 
1 copy Personal Effects List. 
2 copies Crew List. 
Arrival Conditions: Extra Lub Oil, Boiler Water, Ballast Water. 
Manifest. 
1 copy Maritime Declaration of Health. 
1 copy Vaccination List. 
Agent attends to Immigration and Quarantine matters. 
Customs: 
1 copy Personal Effects List. 
7 copies Crew List. 
Customs will come on board to do a “Boat check”. Bonded stores 
were not sealed. 
Customs Allowance: 1 bottle of spirits and 40 cigarettes or 50 gm. of 
tobacco. 
Shore Leave: Crew are supplied with shore passes which have to be 
returned prior to departure. 


AUTHORITY: Port Administration Tanjung Perak, Jalan Kalimas Baru 
No. 194, Tanjung Perak. Te/: 291194, 291364. Contact: The Harbour 
Master. 


AGENT: See “Jakarta”. 
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TANAH MERAH: 01.47 S. 116.07 E. 


SHIP OPERATOR'S REPORT: July 1993. 


LOCATION: The coal port of Tanah Merah is located in position 
Lat. 01° 47’ 03” S., Long. 116° 07’ 30” E. in Adang Bay (Tanah Grogot). 
BERTHING/LOADING: The coal concession is state owned by 
P.T.Tambang Batu Bara Bukit Asam — P.T. Kideco, a joint enterprised 
contractor (Indonesia/Korea) acting as explorer and exporter. 

The coal mine is located about 2.0 km. — 2.5 km. from the port. 

A conveyor belt is installed from the site to the Tanah Merah Coal 
Terminal straight to the port. 
Two private wharves available: 

A concrete block type construction Coal Pier with: 


Yokohama type Fenders: 12 
Mooring Dolphins: 2 
Depth Alongside: 11.0 m. at LWS. 
Keel clearance at Master's prerogative, but usually 0.5 m. 
Tidal rise: Springs up to 3.54 m. 
Neaps up to 2.04 m. 
Mean up to 2.79 m. 
Mean water level is up to 1.98 m. 

Length of the channel is 27 nautical miles. Owing to the depth of the 
channel, only 8.0 m., vessels must finish and ‘depart’ from the port on 
a rising tide. 

Departure draft to be a maximum of 10.0 m. 

Maximum permittable LOA 200 m., max. d.w.t. 60,000 tons, max. 
beam 35.0 m. 

Max. loadability: 40,000 tonnes (about 65%). 

| met the Pilot Officer, who advised, due to the manoeuvring difficulties 
at Inner Roads, that a vessel of max. LOA 170m. and max. beam 
35.0 m. may be considered safe to proceed for berthing at this port. 
Port main facilities: 

Truck Hoppers: 150 cu.m. 

Stack/Reclaimer: 500 tonnes/hr. — 1,500 tonnes/hr. 

Shiploader: 1,500 tonnes/hr. 

Belt conveyor system: 1,900 m. 

Traverse of Shiploader: 171.0 m. 

Outreach of Shiploader: 23.0 m. 

Air Draft: 19.0 m. 

First one Stockpile Capacity: 260,000 tonnes. 

Second Stage Stockpile Capacity: 520,000 tonnes. 

The Coal Terminal is located about 150 m. from the Pier. 

In general, it looks very much similar to other coal ports at East 
Kalimantan, such as at Kota Baru. Only at this loading point the anchor 
positon is extremely far. 

F Mi loading position (anchorage) is mostly dependant on vessel's 
raft. 

Kideco has two loading points: 

Position No. 1: About 30 miles from the site. 
Position No. 2: About 40 miles from the site. 

Barge steaming time at normal condition is about 9 hours — 10 hours 
to Position No. 2, and about 6 hours — 7 hours to Position No. 1. 

| was not able to board the vessel due to the rough sea and heavy 
rain. Also the motorboat operator refused to proceed with such 
unfavourable weather. 

The loading operation was undertaken by 2 tugs of 3,500 h.p. and 
4 barges (25,500 tonnes and 28,000 tonnes). 

The loading rate varies from 5,000 — 6,000 tonnes per day. 

Labourers are well prepared by the shippers, whereas the loading 
operation is controlled by P.T. Bahtera Adhiguna. 

Next to the Coal Pier is a conventional concrete block type wharf of 
40 m. length, 28 m. width and 8.0 m. depth at LWS. 

There are 2 bollards and 5 rubber fenders. The pier has been used 
for berthing tugs and barges. 

Further upstream, a well constructed palm oil jetty is available. It is 
owned by PT Perusahaan Perkebunanam Kelapa Sawit Expl.VI. 


TANDJUNG UBAN: 01.04 N. 104.13 E. 


DOCUMENTS: 

11 Crew Lists. 

11 Passenger Lists. 

Harbour Report (form to be supplied by the Agent). 

Maritime Declaration of Health. 

Vaccination List. 

2 Stores Lists. 

2 Bonded Stores Lists. 

2 Personal Effects Lists. 

Last Port Clearance. 

2 copies Cargo Manifest. 
PILOTAGE: Agent requests Pilot upon arrival of vessel, 72 hours 
advance notice of ETA required. Pilot boards vessel in harbour area. 
ANCHORAGES: 
Awaiting’ Pilot: 

North entrance: Lat. 01° 15’ 10” N., Long. 104° 12’ E. 

South entrance: Lat. 01° 02’ 55” N., Long. 104° 12’ E. 
Awaiting Berth: 

Large tankers: Lat. 01° 06’ 20” N., Long. 104° 10’ 40” E. 

Small tankers: Lat. 01° 03’ 15” N., Long. 104° 12’ 20” E. 
RESTRICTIONS: Berthing and unberthing during daylight only 
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MAX. SIZE: 

Jetty Max. Size Min. Size Max. LOA Min. Los 

No. d.w.t./cu.m. (m.) (m) 

1 60,000 cu.m. 10,000 cu.m. 240 130 

2 (Oil) 40,000 16,000 210 150 

(LPG) 7,000 cu.m 115 3 

3 (Barge) 700 48 h 

20,000 1,200 160 6 


5 36,000 5,000 185 100 
HEALTH: Health Officer will board vessel after berthing. No Pry, 
pen even for vessel after calling at another port in same 

ADIO: Tandjung Uban Radio — call sign PKJ-2 and Sekupang Res 
call sign PKJ-20. 

VHF: PKJ-2 on VHF. 

TUGS: No tugs available. 

BERTHING: Depths Alongside at LWS: 
Jetty No. 1 — 17.4 m. 

Jetty No. 2— 11.7 m. 

Jetty No.3-— 6.4m. 

Jetty No. 4— 11.4 m. 

Jetty No. 5 — 10.5 m. 

Jetty No.6— 4.7 m. (for small craft). 
Shore Storage Tanks: 


Oil Products Total Safe Capacity 
Premium 9,200 tons 
Kerosene 23,500 tons 
HSD 31,750 tons 
MDF 5,900 tons 
MFO 23,000 tons 
Propane 70,000 cu.m 
Butane 9,000 cu.m. 
Mixed LPG 18,000 cu.m. 
Loading/Discharging Rates: 
Arm/Hose Connecy 
Average Flange 
Jetty Transfer Rate No. of — Dimensin 
No. Cargo Handled Load Discharge Lines Hose 
t.p.h./cu.m.p.h. (in) & 
1. Butane, propane 2,200 (cu.m.) - 2 - 2 
Vapour Return - 2,750 (cu.m.) 2 - { 
2. Mixed LPG 700 (cu.m.) = 1 - -— 
Vapour Return = 700 (cu.m.) 1 - ‘ 
Kerosene 150 300 2 8 : 
Premium 150 250 2 8 
Premium 100 100 1 6 
HSD 150 250 2 8 
HSD 80 - 1 4 
MDF 100 100 1 8 
MFO 250 250 1 8 
3. Premium 100 - 1 4 
Kerosene 100 - 1 4 
HSD 60 - 1 4 
4. Kerosene 150 300 2 8 
Premium 150 250 1 8 
HSD 150 250 2 8 
MDF 200 300 3 : 
1 : 


MFO 80 80 
MEDICAL: Very limited facilities. Only a clinic with experienced 
dresser available. Valid cholera certificates for crew members req! 
DENSITY: 1025. 
FRESH WATER: Available ex-pipeline — 5 t.p.h. 
FUEL: Available. 
CONSULS: None. 
GANGWAY/DECK WATCHMEN: Port Authority provides 1 safety 
ean vessel's stay in port. 
CUSTOMS ALLOWANCES: Reasonable quantity allowed to be# 
during vessel's stay in port. 
REPATRIATION: No facilities available. 
AIRPORT: Kijang Airport (Tanjung Pinang) and Hang Nadim 4 
(Batam Island). 
TIME: GMT plus 7 hours. 
POLICE/AMBULANCE/FIRE: Police, Tel: 55; Clinic, 37 and 58” 
44 and 13. 
TELEPHONES: Agents place telephone on board at no cost. 
IDENTIFICATION CARDS: Possession of a valid Seaman’s ® 
sufficient. 
AGENCY: See “General” before first port. 
AUTHORITY: Penguasa Pelabuhan (Port Authority). 
Operator: Pertamina. 
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aNJUNG BARA: 00.33 N. 117.48 E. (See Plan) 


STER'S REPORT: September 1991 (Updated by 
sninal Operator in May 1994). 


TION: Tanjung Bara Port is situated in East Kalimantan, about 
reyes North of Sangatta Harbour. A landfall light is situated in position 
og’ 32’ 48.6" N., Long. 117° 37' 17.4" E. with characteristic of 
Foe White. 

Cc * List 
ri _ 
nase Crew Effects List. 
icopies Stores List. , 
scopies Passenger List (or Negative). 
icopies Cargo Manifest (or Negative). 
Arms and Ammunition List (or Negative). 
scopies Narcotics List (or Negative). 
scopies Vaccination List. 
‘ Maritime Declaration of Health. 
s0TAGE: Berthing Master will board inbound vessels at either of the 
slowing positions: ' 3 
» Noth Entrance Boarding Station: Lat. 00° 33’ N., Long. 117° 48’ E. 
» South Entrance Boarding Station: Lat. 00° 29’ N., Long. 117° 47’ E. 
“\asters will be informed prior to arrival at which position the pilot will 


- ladders should be properly rigged in accordance with SOLAS 

«MO Regulations. A combination ladder and pilot ladder must be 
together if length of pilot ladder exceeds 9.0 m. 
(ACHES: There are 2 fairway beacons, North entrance beacon 

+ position Lat. 00° 32’ 06"N., Long. 117° 46’ 26"E., FI.(6) 15 sec. 
we. South entrance beacon in position Lat. 00° 29’ 54” N., Long. 
17 44' 39" E., ISO 2 sec. White. 

There are some reef patches in between the two beacons, which 
sszns that incoming vessels must keep North beacon on their port side 
out 0.5 miles distance and the South beacon on their starboard side 
gout 0.5 miles distance. The approach course is about 270°. 
WWCHORAGE: The anchorage is situated 0.5 miles to 2.0 miles East 
ihe coal terminal in a depth of 30 m. — 45 m. 

#ESTRICTIONS: Vessels can berth and unberthing any time day or 


Ree Condition: Arrival draft for ballasted ships is to be consistent with 
we manoeuvring. As a guide, minimum draft should be such that: 
(a) Propeller is fully immersed. 
fb) Aster trim of not more than 2.0 m. 
WAX. SIZE: 
0W.T. — 200,000 tonnes. 
LOA - 300 m. 
Beam — 50 m. 
Dratt- 17.80 m., vessel must maintain 0.75 m. under keel clearance 
ving loading. 
Ardraft - 22.0 m. at Highest Astronomical Tide. 
‘ALTH: Pratique is granted when alongside. 
4010: Bontang Radio is the closest but Jakarta Radio is more 
mnvenient. 
‘mal Advice: Vessels must advise the Coal Terminal of their ETA 
#hours, 72 hours, 48 hours and 24 hours prior to arrival and any 
anges. 
ihe Berthing Master should be contacted on VHF Channel 16 when 
‘tours from the Terminal. 
*vArival Questionnaire: The vessel should supply the Coal Terminal 
answers to the following questions at least 72 hours prior to arrival. 
AA Arrival draft, fore and aft. 
88 Estimated metric tonnage to be loaded. 
& Estimated departure draft, fore and aft. 
Is all navigation, propulsion, steering and other equipment, 
required for the safe entry and departure from the port in good 
_. Working order. (Detail if any deficiencies). 
% ls all water ballast clean, in accordance with IMO/MARPOL 
fequirements. Amount of water ballast to discharge. 
* Have all Bending Moments and Shearing Forces been calculated 
and are they within accepted safe levels for the loading 
.. Sequences. 
%6 Ore/Oil and OBO vessels, state last three cargoes. 
‘4 Max. air draft on arrival, including hatches opened where 
we appropriate. 
‘Port Control on Channels 16 and 12. 
: The tugs “Zuleika” and “Zoi-II!” have sufficient power to assist 
Ng and unberthing. 
26 : Loading Rate: There are 2 loaders, each with a capacity of 
= lonnes.p.h. We loaded 56,832 tonnes inside 28 hours. 
pore hed Belt: The Shift Controller must be advised by the Master or 
# ped when 3,000 tonnes is required to complete loading. 
lading: Figures are according to draft survey. 
FRESH : 1021 — 1025, depending on season. 
NL: WATER: Not available. 
trent available. 
BTC CLOSING HATCHES: By crew. 
FICATES: 
Ship's Register. 
08d Line. 
al Equipment. 
=! Construction. 
ety Radio (T elephony and Telegraphy). 
ale of Class. 
ts, ational Oil Pollution and Prevention. 


we of Exemption. 
“GMT plus 8 hours. 
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INDONESIA 


SHORE LEAVE: Shore passes issued by Immigration on request. 
GENERAL: 

Gangway: Shore gangway provided. 

Stores: Stores and shipchandler not available. 

Weather: N.E'ly winds prevail from January to June and S.E'ly winds 
prevail from July to December. 

Communications: Telephone, telex and facsimile communications are 
available, using Company's facilities. It is best to route all messages 
through agent's head office in Jakarta. 


SHIPMASTER'S REPORT: January 1992 (Updated by Terminal 
Operator May 1994). 


LOCATION: The port of Tanjung Bara in situated in East Kalimantan, 
Indonesia. The port is approximately 10 miles North of Sangatta. A land 
fall light is situated in position Lat. 0°32'48.6”N., Long. 
117° 37’ 17.4" E., with a characteristic of Fl. 5 sec. White. Fairway 
beacons are placed in positions: North Entrance Lat. 0° 32’ 06” N., Long. 
117° 46’ 26"E. and South Entrance Lat. 0° 29'54”N., Long. 
117° 44' 39” E. Their respective light characteristics are North Beacon 
— Fl. (6) 15 sec. White, South Beacon — ISO 2 sec. White (Also see 
“Pilotage”’). 
PILOTAGE: Pilot Boarding Station: A company Berthing Master will 
board vessel inbound at either of the following positions: 
North Entrance Boarding Station: Lat. 00° 33’ N., Long. 117° 48’ E. 
South Entrance Boarding Station: Lat. 00° 29’ N., Long. 117° 47’ E. 
Masters will be informed prior to arrival at which position the Berthing 
Master will board. 
Pilot ladders must be properly rigged in accordance with SOLAS and 
ISO standards. For ladders in excess of 9.0 m. in height, a combination 
gangway and pilot ladder must be rigged. The pilot ladder should be 
rigged 1.0 m. above the waterline. Masters should ensure that a good 
lee is provided for the pilot vessel to come alongside. A speed of 3 — 
5 knots should be maintained whilst the pilot transfer takes place. 
ARRIVAL: Draft: Masters should ensure that the arrival draft for 
ballasted vessels is consistent with safe manoeuvering. As a guide, the 
minimum draft should be such that: 
(a) The propeller is fully immersed. 
(b) A stern trim of no more than 2.0 m. 
For part-loaded vessels, a stern trim of no more than 2.0m. is 
considered appropriate, provided that the vessel complies with the 
minimum draft requirements listed above. Any changes to the above 
guidelines should be communicated to the Marine Superintendent in the 
72 hour questionnaire. 
If a vessel arrives in a ballast or part-loaded condition with drafts which 
are considered by the Berthing Master not to be consistent with safe 
manoeuvering, then the ship will be required to change the draft to a 
safe condition. Any costs or delays in berthing or loss of loading turn 
will be to the owner's account. 
Air Draft: The maximum air draft allowable is 22.0m. at Highest 
Astronomical Tide (HAT). Shipmaster will ensure that the maximum air 
draft of the ship does not exceed 22.0 m., including the height of the 
hatches for side opening hatches. Vessels which exceed 22.0 m. air 
draft should communicate this fact to the Marine Superintendent prior 
to arrival as some allowance may be possible for tide height. 
MAX. SIZE: See “Berthing”. 
RADIO/VHF: Notification of Arrival: Vessels must communicate their 
ETA directly to the Company. Shipmasters are required to communicate 
their ETA 72 hours, 48 hours and 24 hours prior to arrival. 
Any change in the vessel's ETA after the 24 hour notification must be 
communicated to the Company immediately. 
The above information should also be communicated to the vessel's 
Agent so that all other relevant authorities may be informed. 
Failure to confirm changes of vessel’s ETA may incur waiting time 
charges for tugs and/or loss of berth turn, which will be for ship's account. 
Pre-Arrival Questionnaire: The following questionnaire must be 
completed and accompany the 72 hour arrival advice. 
A. Arrival draft, fore and aft. 
B. Estimated metric tonnage to load. 
C. Estimated departure draft, fore and aft. 
D. Is all navigation, propulsion, steering and other equipment 
required for the safe entry into and departure from the port 
working (details of any deficiencies). 
E. Is all water ballast clean, in accordance with IMO Marpol 
requirements. Amount of ballast water to discharge. 
F. Have all Bending Moment and Shear Stress calculations been 
calculated and within accepted safe levels for the loading 
program planned. 
G. Ore-Oil and OBO vessels, state last 3 cargoes. 
H. Maximum airdraft on arrival, including hatches opened where 
appropriate. 
Arrival Notification: Vessels arriving at Tanjung Bara should, 2 hours 
prior to arrival at the Pilot Boarding Ground, confirm ETA at the Pilot 
Boarding Ground by VHF Channel 16. 
TUGS: 2 tugs will be allocated to assist in berthing and sailing all vessels. 
All vessels needing to shift ship on the berth will also use tugs as required 
by the Berthing Master. 
BERTHING: Berth Design: The Terminal will accept vessels of the 
following dimensions: 

Length overall 300 m. 

Beam 50 m. 

The berth has a natural depth of 17.25 m. alongside. The Departure 
Channel increases in depth to 18.0 m. when 50 m. distance off the berth, 
to 22.0 m. when abeam of Beacon No. 4, and 35.0 m. when abeam of 
the Inner Shoal Beacon. Masters must ensure an underkeel clearance 
at all times of 0.75 m. whilst in the berth. Vessel will require a 1.25 m. 
underkeel clearance when sailing. The draft of the vessel will be 
consistent with tide height. The Terminal Superintendent will discuss 
tidal information on arrival. 
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Berthing and Mooring: Every vessel at a berth shall be properly moored, 
fastened or anchored as the case may require, and it is the Master's 
responsibility at all times to see that lines are kept taut and secure. 
Berthing Masters will advise on the mooring layout. 

Ships with LOA in excess of 270 m. will be required to shift to complete 
cargo loading. 
Mooring Lines: The Master is responsible for ensuring that his vessel 
is securely moored at the Terminal. 

To ensure that vessel is safely moored at the Terminal, KPC 
recommends that the minimum mooring pattern for vessels using the 
Terminal are as follows: 


Vessel Size Head & Stern Breast 


(d.w.t.) Lines Lines Springs 
25,000 — 60,000 3 1 1 
60,000 — 100,000 3 2 1 

100,000 — 150,000 3 2 2 
150,000 — 200,000 4 2 2 


All lines will be run using shore messengers and ship's heaving lines. 
Lines will be run ashore starting with the fore and aft springs, then breast 
lines and finally the head and stern lines. 


LOADING: 

(i) Vessels will normally be loaded in turn provided: 

(a) They are ready in all respects to receive cargo. This 

includes being gas-free where necessary. 

(b) All cargo is available at the Terminal. 

(c) This is in accordance with instructions received from the 
shipper(s) and/or charterers. 

(ii) Vessels requiring to discharge ballast must notify the Company 
of the cleanliness and amount to discharge, as per 72 hour 
questionnaire. If the expected discharge rate of ballast water is 
such that it may affect the Terminal loading, the Company's 
Terminal Superintendent is to be notified at least 48 hours prior 
to arrival. 

(iii) Loading plans and bending moment/stress calculations must be 
presented to the Terminal Superintendent or his representative 
upon arrival at the loading berth. 

(iv) The sole responsibility for the loading of a vessel rests with the 
Master. Vessel’s Master must therefore ensure that a responsible 
officer is on deck at all times during loading to ensure the correct 
loading of each hatch. 

The Company takes no responsibility for the leveling of cargo 
loaded at the ship’s request, above the main deck level (inside 
of the hatch coamings). 

The tonnage indicated by the shore belt is considered to be an 
approximate indication only. It is the responsibility of the vessel's 
Master to maintain continuous checks on the draft to calculate 
tonnages loaded. 


Loading Procedure: 

Loading Sequence and Shear Force and Stress Calculations: After 
berthing, the Master is to provide the Terminal Superintendent with a 
loading plan, a sequence plan and a copy of the shear force and 
stress calculations for the planned loading sequence. When planning 
the loading sequence for large vessels, Masters should be aware of the 
need to shift ship. 

Pre-Loading Meeting: Once formalities are concluded, a loading 
meeting is to be held between ship's representative (Master or deputy, 
i.e. Chief Officer), Terminal Superintendent or the Terminal Shift 
Supervisor to discuss the planned loading. 

Communications During Loading: The ship will be loaned a Coal 
Terminal radio by which direct communications with the Shift Supervisor 
are available. 

Loading Rate: Maximum loading rate achievable at the Tanjung Bara 
Terminal in 4,200 tonnes per hour. Each loader is able to run at the 
maximum rate. 

Draft Checks: The ship is responsible for checking that the correct 
tonnage is poured into each hatch. The weightometer is to be used as 
an approximation of weight only. Masters must ensure the draft is 
sufficiently monitored. 

Topping-Off: Masters are to ensure that sufficient officers are on deck 
to monitor topping-off operations. The Terminal will accept no 
responsibility for overloading of vessels or leveling of cargo loaded 
above deck level in the hatch coamings. 

Clearing Belt: Masters must ensure that the Shift Controller is advised 
when approximately 3,000 tonnes of cargo is left to load. The trestle belt 
must be cleared at completion of cargo. 

Bill of Lading Figure: Draft Survey. 


Ore-Oll and OBO Vessels: 

(i) Ore-oil and OBO vessels must inform the Company at least 
72 hours prior to arrival of the last 3 cargoes carried and whether 
the vessel is carrying any slops. 

(ii) Ore-oil and OBO vessels which have carried petroleum products 
and/or slops during the last 3 voyages will arrange for an 
independent chemist and a licensed marine surveyor to board 
the vessel with the Berthing Master, prior to berthing. Provided 
that the vessel is declared gas-free and the holds clean to the 
satisfaction of the Company's Terminal Superintendent, the 
vessel may proceed to the loading Terminal. All costs incurred 
for chemists and surveyors will be to the Owner's account. 

(iii) Ore-oil and OBO vessels which have not carried petroleum 
products and/or slops during the last 3 voyages may, with the 
approval of the Company's Terminal Superintendent, proceed to 
the loading terminal, provided that a declaration by the vessel's 
Master, that the vessel is gas-free and in all ways safe to load 
coal, is received prior to arrival. 

If there is any doubt regarding the vessel being gas-free, (ii) 
above will be followed. Any delay and/or costs caused through 
false or wrong information will be to the Owner's account. 
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(iv) Ore-oil and OBO vessels which are carrying ballast in 
segregated ballast tanks (SBT) or clean ballast + X 
systems, must inform the Company of this fact Prior to 
Such vessels wil! not be able to discharge such balls, 
inspection and_ authority of the Company's 1 
Superintendent. Delays due to inspections of such ves 

be to the Owner's account. ’ 

FRESH WATER: Not available. 

FUEL: Not available. 

REPAIRS: The propellers of vessel shall not be turned Whilst the 

is moored at the berth without prior consent of the la | 

Superintendent. . 

Masters of the vessels moored at the berth shall notify the Tes 
Superintendent of any intention to undertake repairs to the 
other repairs of whatsoever nature to the vessel. No such repairs» 
commence without obtaining permission in writing, from the 
Terminal Superintendent. Certain safety requirements may have 
met prior to the commencement of any such work, dependent ip». 
nature of the work. Any such requirements will be communicated», 
Master, in writing by the Company's Terminal Superintendent 
SAFETY: 

(i) It is expected that the Master of any vessel moored g 
Terminal will give priority to the safety of his vesse! ay 
Terminal in accordance with the practice of good se 

(ii) The following Safety Regulations are listed, but not limited, 
the guidance of Master: 

(a) Ship's mooring lines shall be tended and kept tay; 
times, to keep the vessel in position. 

(b) The Master will ensure that sufficient personng, 
onboard the vessel at all times, to attend mom 
conduct cargo loading operations in safety, depy 
berth in emergency and be able to cope with any shi 
emergency. 

(c) No swimming or fishing is allowed from the Termind» 

(d) No person shall interfere with or remove any lifes) 
menenern or appliance except for the purpose of 
ife. 

(e) Explosives or highly inflammable goods shall notbeke — 
or unloaded at the berth, except with written perms 
from the Terminal Superintendent and the Harbour Me 

(f) No person shall smoke or light matches or fires inary 
or place where smoking is prohibited. 

(g) No welding or burning may be performed. 
GENERAL: Charts: Reference to Indonesian Chart No. 37 an! 
Kalimantan — Panti Timur, Muara Berau (Sungai Kutei) Hingga, Te 
Mangkalihat. 

Detailed port charts are currently being prepared. 

Tides: The tidal range is 2.5 m. at Springs. 

Currents: The tidal steam runs approximately North/South at thes 

and can reach a velocity of 1 knot on Spring tides. 

Weather: The weather pattern is predominantly N.E. winds from Jax 

— June and S.E. winds from July — December. The wind is gew 

below 12 knots. 

Gangway: A shore gangway is provided. 

Stores: Very few stores are available in Sangatta. 

Tanjung Bara — Summary: A new coal deposit was found just und 

soil in Eastern-Middie Kalimantan (Borneo) and a Company, P.1.@ 

Prima Coal, was founded to excavate the coal on a commercial 

The open cut mine is named “Pinang Mine”, the coal grade ® 
Coal” and the port facilities constructed at the nearest suitable par 
the coast “Tangjung Bara’. The transport from the mine to the sium 
onshore, a distance of about 25 km., is taken care of by a convey? 
The same method also from the stockpile, where presently on)! 
reclaimer is available, to the two quadrant loaders on the Se® 
berth some 2 km. away. 

The berth was opened for traffic in July 1991 and up to the ma 
January 1992 about 33 ships had loaded there. 

Berthing assistance is available around the clock. 

The tug service is handled by two new “Japanese Style’ & 
sufficient power. 

When approaching Tanjung Bara the ship receives a clea & 
radar from the two outer beacons (The North Beacon and the # 
Beacon). It is imperative that a proper ETA is given to Agent in at! 
as the coal berth is the only activity in this port. The Pilot will 
respond to a call on VHF Channel 16, about one hour prior to 
The Pilot boarding ground is situated in Position Lat. 00 
Long. 117° 47’ E., but the Berthing Master prefers to embark jus 
of the South Beacon. He will meet vessel in that area with one? 
tugs used as pilot launch. Green and red beacons mark the g 
approach. When reaching a position level with the Sea Island, % 
is stopped and turned around by swinging to starboard or anoté! 
is to come through the North Fairway to approach the bet 
operation is mainly done by the power of the tugs. Tug’s line 88 
With bow heading outwards, the ship is then pushed 
berth has a natural depth of 17.25 m., but can handle slight) # 
drafts by working on tides. , 

The nautical operation experienced was smooth and well tai# 
of. Once alongside, the vessel is moored to the Sea Island, 
of several dolphins. Only the middle ones are in line, the rest a® 
back and allow use of breast lines of sufficient length. All moon? 
ashore are equipped with slip-hooks. , 

Papers and documents are as for other Indonesian ports. Th , 
by the new IMO Regulations for clean ballast water. No 
taken from ballast. 

Quite a few surveyors attended, but this partly depending ond 
and Agent. They carried out a standard procedure draft sur! ” 
and after loading. Bill of Lading figures are based on these drat® 

The loading is carried out by 2 quadrant loaders, all moot 
impressive. The Supervisor and the rest of the crew are all ad 
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said capacity of the berth is 4,200 tonnes/hour, but we 
: cerced arate of about 3,000 tonnes/hour. 

Tyee are fairly good scales attached to the loading system, but still 
| sened that the control of what passed onboard was far from sufficient. 
| * eonmend a tight attendance by the ship's officers, especially if you 

by draft at either end. 
e except 10" the mine and adjoining facilities, there is nothing in the 
so most secondary services are not available. 

ynall, a satisfactory port where vessel should arrive well stored to 

gn discharge port without receiving anything, and well prepared for 


on the port stay at least one Agent and one surveyor stay onboard 
poney request meals. ; 

\THORITY: The Harbour Master, Sangatta, Indonesia. 

erator: PT Kaltim Prima Coal, KPC Minesite, Sangatta, East 
gnantan, Indonesia. Postal address: P.O.Box 620, Balikpapan 76106, 
wpnesia. Tel: (62) (21) 520-5333. FAX: (62)(21) 520-0580. 


4NJUNG PANDAN (Belitung): 02.45 S. 107.38 E. 


*0TAGE: Not available. > 
WHORAGE: Vessels up to 3,000d.w.t. anchor in position 
44’ 20" S., 107° 36’ E. Vessels over 3,000 d.w.t. should anchor in 
Besar Reef area, near lighted buoy, depth 11 m. — 12m. 
x tme of S.W. Monsoon, vessels should anchor at the Northern 
evance of Mendanau Strait. 
ONS: No restrictions on vessel draft or size at anchorage. 

ubI0: Not available. 

16S: 6 x 80 h.p. — 320 h.p. 

#€ATHING: Anchorage port. 

swage: Godown space available. 

CRANES: 1 x 15 ton shore crane available. 

SEVEDORES: Available from labour pool. 

fRESH WATER: Not available. 

HEL: Not available. 
fEPAIRS: No facilities available. 

GENERAL: Barges: 19 x 40 tons — 200 tons available. 


TARAKAN: 03.17 N. 117.35 E. 


4) GENERAL CARGO 
3) TANKERS 


4 GENERAL CARGO 


NCUMENTS: See “Jakarta”. 
*LOTAGE: Compulsory pilotage consisting of Sea and Harbour Pilots. 
dps requiring pilot service should notify the Harbour Master at least 
‘hours before arriving at outer buoy. Tide: Semi-diurnal. 
Pilots do not normally work at Jos ap The approach buoys and leading 
sare frequently extinguished and vessels arriving at night are 
‘ommended to anchor at No. 1. Buoy and await a Pilot in daylight. 
INCHORAGE: Lat. 03° 14’ 40” N., Long. 117° 43’ 45” E. 
SALTH: Vessels arriving from abroad direct in one of the 2nd Class 
‘fs have to apply well in advance to the Department of Health 
Qarantine Section) for a provisional Free Pratique, as said Pratique 
‘610 be cabled to the port concerned. The provisional Free Pratique 
‘nly valid for the port concerned, the next port of call must be a First 
°&s Port as no further provisional Free Pratique will be issued, unless 
‘vessel sails directly abroad from the 2nd Class Port concerned. 
: Tarakan Coastal Radio Station. Call sign: PKO. Class A1. This 
"on also has VHF Maritime Bands working on the same hours as 
*Short Wave Transmissions. 
Fae Station on Channel 16. Harbour Master on Channel 12. 
ws: None. 
'RTHING: The anchorage will hold many ships but very little cargo is 
"ed from the anchorage as most vessels calling are timber ships 
a to load. The very occasional ocean cargo ship usually unloads 
0 a barge but very occasionally goes alongside the Commercial 
eute Commercial Jetty has a least depth of 5.5 m. and a length 
bee 100 m. There is a crane capable of lifting 2 tons on the inside 
Po This jetty is very old and dilapidated and normally handles only 
TeVEDOe local inter-island character. 
RES: Working hours: 7 hours on normal working days. 
mn sme can be arranged. 
RL: Bens Lnited supply available by barge. 
: Vailable. 
a Port doctor available. 
a Camera ashore or even on deck of a ship for photogr: 
“Tey Prohibited. cia alld 
Therp 'S a small hospital. No stores, water, or fuel oil are available. 
eg aN NO repair facilities at all. Pertamina operates a small hospital 
‘ (om is air communication to other parts of Indonesia 
pan. 
| SECURITY: Maintained by members of the Indonesian Armed 
Pod be joey: Police, Navy or Marine and Army. Crew members 
Compania Possession of a shore pass issued by the Port Authority, 
atded led by an identification card when leaving or entering the 
hancieg® of the Port Area. Shore passes can be obtained via the 
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INDONESIA 


(B) TANKERS. 


PILOTAGE: Compulsory. Pilot requires 12 hours notice of arrival and 
10 hours notice of departure. 

ANCHORAGE: The anchorage whilst awaiting the Sea Pilot is 5 miles 
East of Tg. Batu. 

The anchorage when awaiting a berth is Lat. 03°15’ 30’N., 

Long. 117° 36’ 30” E. 

RESTRICTIONS: Berthing and unberthing 24 hours. 

MAX. SIZE: CBM: 55,000 d.w.t. Max. LOA 230m. Depth of water 
10.5 m. 

Pertamina Jetty: 6,000 d.w.t. Max. LOA 120 m. Depth of water 7.0 m. 
RADIO: Tarakan Radio (PKO) on HF-A1, R/T and VHF Channels 16 
and 6, and operated by Ditjenla. 

VHF: Pertamina Radio (PKO-2) operated by Pertamina on Channel 16. 
TUGS: Available. 

BERTHING: CBM: Vessels moor to a 6 buoy sea berth located in 
position Lat. 03° 17’ 05” N., Long. 117° 35’ 07” E. Crude oil loading is 
at a rate of 4,000 bbis.p.h. through 2 10 in. hoses. 
Jetty: The jetty is located in position Lat. 03°17’ 11.5”N., 
Long. 117° 35’ 25"E. Premium, Kerosene, Avtur and HSO are 
ve Hg oe at the jetty at a rate of 200 — 250 k/l.p.h. through 1x8 in. 

se. 
Shore Storage Tanks: 


Oil Products Total Safe Capacity 
Crude oil 389,100 bbis. 
Avtur 1,060 k/I 
Premium 1,045 k/I 
Kerosene 1,050 k/I 
HSD 3,560 k/I 
Physical Characteristics of Crude Oil: 

API Gravity at 60°F. > 21.5-—19.5 

Sulphur Content 0.13% wt. 

B.S. & W. : Less than 0.5% vol. 

Flash Point (PMCC) Se a5-G, 


Pour Point : No higher than 5°C. 
MEDICAL: First-aid clinic available. 
DENSITY: 1020 — 1025. 
FRESH WATER: Not available. 
FUEL: Not available. 
CONSULS: None. 
AIRPORT: There is an airport at Tarakan. 
TIME: GMT plus 8 hours. 
GARBAGE DISPOSAL: No facilities available. 
WASTE OIL DISPOSAL: No facilities available. 
SEAMAN’S CLUBS: None. 
CURRENCY: Indonesian Rupiah. 
AGENCY: See “General” before first port. 
AUTHORITY: Kantor Administrator, Pelabuhan Takakan, JI. Yos 
Sudarso No. 8, Lingkas Ujung. Te/: (0551) 21676. Contact: Kasubsie 
Kesyanbandaran. 
Operator: Tesoro Indonesia Petroleum Co., Wisma Gunung Sewu, 5th- 
6th Floor, Jl. Jend. Gatot Subroto, Jakarta, Indonesia. (Postal address: 
P.O.Box 34, Tarakan 77100, East Kalimantan, Indonesia). Tel: 510508. 
Telex: 46178 Tesoro-la. 


TEGAL, Java: 06.52 S. 109.10 E. 


DOCUMENTS: Upon arrival, vessels have to produce the following 
Certificates and Documents, which will remain in the Harbour Master's 
custody until cleared: 

Nationality (Registry) Certificates. 

Seaworthiness Certificate. 

Tonnage Certificate. 

Derat (Exemption) Certificate. 

International Load Line. 

Safety Equipment Certificate. 

Safety Construction Certificate. 

Safety Radio-telegraphy Certificate. 

Vaccination List. 

5 Crew Lists. 

2 Stores Lists. 

2 Crew Baggage’s Declaration. 

Last Port Clearance. 

Health Book. 

Custom Clearance and Custom Documents. 

Cargo Manifest and Bills of Lading. 

When vessels arrive direct from foreign port, Customs and Harbour 
Police Officials board for search. 
PILOTAGE: None. 
ANCHORAGES: Lat. 06° 49’ S., Long. 109° 08' 07” E. 
RESTRICTIONS: No restriction on night entry, but work is done next 
day (after 0800 hrs.). 
MAX. SIZE: Max. draft for entering the port is 9 ft. 
HEALTH: Maritime Declaration of Health needed from Master, if vessels 
coming direct from abroad. If vessel comes from other Indonesian ports, 
automatic Free Pratique. 


RADIO: 
|. Fixed Station: 
Call sign 8AC on freq. 5315 kHz at 0100 — 0130 GMT 
0230 — 0300 
freq. 5165 kHz at 0430 — 0500 GMT 
1000 — 1015 


ll. Tegal Coast Radio Station: 
Call sign PKD 21 on freq. 2182/2690 kHz at 0030 — 0100 GMT 
0400 — 0430 
lll. Open every day except on holidays. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, En, 


VHF: Tegal Coastal Radio Station on Channel 16. 

TUGS: Only used for towing lighters to vessels on the roads. 

BERTHING: None. Anchorage only. 

STEVEDORES: Ordered by Agent. If possible before arrival of vessel, 

some information mainly concerned with requirements of the Shipmaster 

advises Agents to arrange gangs and available space for Tegal cargo. 

MEDICAL: Normally medical attention for crew to be arranged by Agent 

at order of Master. 

FRESH WATER: Not available. 

FUEL: Not available. 

CONSULS: None available locally. 

REPAIRS: Slipways and berths for small vessels, LOA 25 m. and draft 9 ft. 

GANGWAY/DECK WATCHMEN: Services of watchmen if necessary to be 

ordered by Master. 

OPENING/CLOSING HATCHES: Carried out by crew — sometimes by 

stevedores. 

CUSTOMS ALLOWANCES: Tobacco, wine and/or spirits not allowed to be 

taken ashore. 

REPATRIATION: Agents arrange necessary repatriation of crew. 

TIME: Indonesian Western Time, GMT plus 7 hours. 

HOLIDAYS: Only Moslem holidays: Id el Fitr. For 2 days no cargo work 

can be arranged. 

POLICE/AMBULANCE/FIRE: Accident, Police, Tel: 10; First Aid for 

hl ala (Texin Hospital), Tel: 387; Fire Departments (Texin), 
el: 17. 

TELEPHONES: No facilities for placing telephones on board. 

SHORE LEAVE: Crew members allowed ashore from 0800 up to 

2100 hrs. every day. Not allowed to spend night on shore. 

IDENTIFICATION CARDS: Necessary. 

REGULATIONS: Crew members not allowed to bring cameras and/or 

foreign money ashore. 

AUTHORITY: Tegal Port Directorate, Syahbandar, JI. Kesatrian No. 6, 

Tegal, Indonesia. Tel: 61038, 41107. 


TELOK AYER: 00.44 S. 109.05 E. 


SHIPMASTER’S REPORT: March 1982. 


PILOTAGE: Pilot Station in position: Lat. 00° 39’ S., Long. 109° 05’ E. 
Pilot comes from inner anchorage by small boat, journey time 5 hours. 
ANCHORAGE: Vessels approaching Telok Ayer (Telok Airport) drop 
anchor 5 cables West of Fairway Buoy in position: Lat. 00° 39.5’ S., 
Long. 109° 05.5’ E. 
RADIO: 24 hours notice to Agent to arrange Pilot. 
VHF: Call “Padang Tikar Pilot” on VHF Channel 16. 
CARGO HANDLING: Depth at loading point is 6 fathoms. Maximum 
depth in entrance to Padang Tikar River is 7.2 m. at HW. Vessels load 
plywood and sawn timber. 
GENERAL: There are no alongside facilities for ships. 

Stevedores, Shippers, Immigration and Customs Officers take full 
meals and accommodation onboard, during the loading operation, as 
the nearest town (Pontianak) is 12 hours away by speedboat. 


TELUK BAYUR (Padang): 00.58 S. 100.20 E. 
(See Plan) 


FLAGS: Flags to be Shown by Incoming Vessels: 
Nationality of vessel and Indonesian flag. 
Call sign. 
“Q” when the vessel comes from an infected port or when calling for 
a Port Health Officer. 
“G" when Pilot is required. 
“N" when vessel from abroad carrying Passengers. (Request for 
Immigration). 
“H” when Pilot is on board. 
“Y" when mail on board. 
“B" when carrying dangerous cargo. 
Flag to be Shown when Vessel Leaving Port: 
Nationality of vessel and Indonesian flag. 
Call Sign. 
“H" Flag when Pilot is on board. 
DOCUMENTS: 
(a) The Master must have in readiness for the Harbour Master Officials: 
Certificate of Registry. 
Certificate of Nationality. 
Load Line Certificate. 
Radio Safety Certificate. 
Derat Certificate. 
Safety Equipment Certificate. 
Last Port Clearance. 
Health Book (Indonesian Health Book) to be used in Indonesian 
waters only. 
Crew List. 
Stores List. 
Personal Effects List. 
Free Pratique. 
Light Dues Bill from Port of Call (last Port). 
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(b) Cargo Documents required by the Agent to clear the Vessei 

Customs: hy 

Customs Cargo Clearance. 

Manifest. 

Customs Document (outward cargo AVI and model E3). 

Customs Document (inward cargo — AA). 

Customs Document of transhipment cargo (model Hd). 
Authorities boarding the vessel on arrival: 

Port Health Doctor (Quarantine Officer): 

1. All vessels entering Port of Teluk Bayur from abroad shoug 
Free Pratique. Vessel must wait until the Quarantine Officer 
the ship before entering. 

2. Documents to be shown to the Port Health Doctor: 

Indonesian Health Book. 

Crew List. 

Passenger List. 

Vaccination List. 

International Vaccination Certificate. 

Derat Exemption Certificate. 

Customs: 

1. It is prohibited during vessel's stay to sell any goods Delong, 
crew. 

2. Foreign vessel, if carrying local cargo must have coasting pen 

3. Documents to be shown to Customs: 

Cargo Manifest. 

Provisions/Stores List. 

Crew List. 

Crew Personal Effects Declaration. 

Last Port Clearance/Custom clearances. 

Immigration: 

1. All vessels coming from abroad (indonesian vessels as ye 
foreign vessels) are to use crew passes. 

2. Foreign crew to be repatriated must be accompanied h 
Immigration Officer, except if their pass is a visa. 

All expenses (ticket and travelling expenses) are for owner's acy 
3. All foreign transit passengers have to fill in an embaia 

debarkation card. 

4. Vessels arriving from abroad carrying passengers; The Masters; 
obliged to provide the Immigration Officers with a List ¢) 
Passengers on board. 

5. Documents to be shown to the Immigration Officers: 

Crew List. 

Passenger List. 

Crew Passports/Passengers' Passports. 

Last Port Clearance/Immigration Clearances. 

6. Foreign passengers landing at Teluk Bayur Port without visas 
pay for Immigration Fee. 

Harbour Master: 

1. If vessel intends to use their own life/motorboat for rowing eee 
penresien should first be obtained from Harbour Master and () 

uard. 

2. Documents to be shown to the Harbour Master: 

Certificate of Registry. 

Certificate of Nationality. 

Load Line Certificate. 

Vessel and Passenger Safety Certificate. 

Radio Safety Certificate. 

Master Roll. 

Crew List. 

Passenger List. 

Cargo Documents: 

Cargo Manifest covering Teluk Bayur cargo — 7 copies. 

Cargo Manifest covering cargo for other Port — 7 copies. 

Stores List — 7 copies. 

Crew Personal Effects List — 7 copies. 

Crew List — 10 copies. 

The above apply for a single call. In the event of a vessel 
from a out-port for re-checking at Teluk Bayur, another set of cop# 
the Stores List and Personal Effects List must be re-submitted 
PILOTAGE: Compulsory harbour pilotage. Ships have to wait fo? 
inside the roads limits.(See “Anchorage”). 

Pilot is available each day from 0000 — 2400 hrs. ETA required6® 
before arrival. ETD required 3 hours before departure. 5 
ANCHORAGE: Vessels should anchor outside the breakwater u® 
comes on board at Position: Lat. 1°00’ 50” S., Long. 100°22% 
Distance from anchorage to the quay/jetty is about 2 miles. 

Approaching the anchorage is not recommended during darknes 
to fishing vessels and narrow channel. 

HEALTH: Vessels arriving from abroad direct have to apply * 

advance to the Department of Health (Quarantine Section ® 

provisional Free Pratique, as said Pratique has to be cabled to te? 

The provisional Free Pratique is only valid for the port and the net? 

of call must be a First Class Port as no further provisional Free Pe 

will be issued, unless the vessel sails directly abroad. 

RADIO: Padang Coastal Radio Station: Call sign PKP 2. 

Frequencies: 500, 6355, 2182, 6218 and 6215.5 kHz. o 
Arrival Advice: Required before ship's arrival (to be telegraphed # 
prior to ship's arrival, however not less than 24 hours via Radio 

a. Name of vessel. 

b. ETA at the Roads. 

c. Draft. 

d. Quantity of cargo to be discharged (in tons). 

e. Number of passengers disembarking, also dangerous ca’? 

f. Ship's requirement (quantity required). 

. Any other information. 4 
VHE: Pilot Station on Channel 12. Port Operations on Channé”, 
TUGS: Selat Siberut of 1,700 h.p. and Selat Riau of 1,200 
stationed at Teluk Bayur, the use of which is compulsory fof 
and outgoing ocean-going ships. Mooring boat available. 
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SDPPpoOD 


Length Depth 
a (m.) (m.) 
wat 108 10.0 (under repair) 
wart 108 10.0 (under repair) 
2 96 10.0 (under repair) 
150 10.0 
150 10.0 
ouay - |! 
. Terminal 
ony od 98.5 10.0 
syrent Terminal 
“TST 150 9.0 
1B 150 10.0 
- Terminal 225 7.0 


: 1 mobile crane 25 ton capacity, operated by Perum 
nll Teluk Bayur. 

sais: Capacity 10 tons (one), capacity 5 tons (two), capacity 3.5 tons 
se), capacity 2.5 tons (three). 

st Trkors Lloyd: capacity 3 tons (two), capacity 5 tons (one). 

7 Samudera Indonesia: capacity 2.5 tons (one). 

27. Djakarta Lloyd: capacity 2.5 tons (four). 

oT Rintis Prasetya Stevedoring: capacity 3.5 tons (one). 

2T Bomala: capacity 2.5 ton (two). 

27 Karya Nasional: capacity 2.5 ton (one). 

oT Setia Jaya: capacity 3.5 ton (one). 
sgVEDORES: Working Hours: 

Wonday-Thursday: 0800 — 1200; 1300 — 1600; 1800 — 2400; 

- 0400 hrs. 

shay. 0800 — 1100; 1330 — 1600; 0000 — 0100; 0100 — 0400 hrs. 

saturday: 0800 — 1200; 1300 — 1600; 1800 — 2400; 0100 — 0400 hrs. 

dvertime can be worked at request of the ship on normal days and 
snday/Holidays, are counted as overtime from 0800 — 2400 hrs. and 
=m 0000 — 0600 hrs. 

Rest hours (meal time): Monday till Thursday: 1200 — 1300; 0000 — 
em hrs. Friday: 1100 — 1330; 0000 — 0100 hrs. 

day overtime: 1600 — 1800 hrs. 

Night overtime: 0000 — 0100; 0400 — 0600 hrs. 
jscharging/Loading Rate: 
weage speed for: 

Dscharging: General cargo 12 — 15 tons per gang hour. Bagged cargo 
§-20 tons per gang hour. 

loading: General cargo 12 — 15 tons per gang hour. Bagged cargo 
{-22 tons per gang hour. 
wmber of Men per Gang: Ships gang 15 men. Wharf gang 20 men. 
*RESH WATER: Available at wharf, officially at a rate of 15 cu.m. per 
w, unlimited quantity during the wet season (September-April). During 
tedry season with a maximum request of 150 cu.m. and a city of 
!-6cu.m.p.h. Water should be boiled or chemically treated before 

ion. 
VEL: High speed diesel and MFO available at Wharf No. 1 and Beton 
1 


1. 

HAIRS: Dry dock available for ships up to 500 d.w.t. Machine- 

wkshops for minor repairs available. 

WRVEYORS: Available. 

MEDICAL: Teluk Bayur has harbour clinic for emergency cases. 

‘tspttals at Padang. 

MRPORT: At Tabing, distance 15 km. 

URBAGE DISPOSAL: The Port Authority has enacted a garbage 

‘gesal system using plastic bags and wooden crates. Red bags are 

mvded for machinery waste such as oil and old parts and blue bags 

® provided for galley garbage. 

"STE OIL DISPOSAL: No service is available at present, however 

88 and tanker trucks will soon be provided and an incinerator will 

be constructed. 

MAN'S CLUBS: Teluk Bayur Seaman's Club. Tel: 0751-33638/ 

‘M6. Facilities include shop, sports, dances and telephone service. 

YRRENCY: Indonesian Rupiah. 

‘YELOPMENTS: Padang Cement have a new bagging terminal in 

“HORITY: Port Administration of Teluk Bayur/Padang, Jalan Tg. 

™%, Teluk Bayur/Padang, Sumatra, Indonesia. Tel: 21836, 27282, 

om. — 55151 Adpel Pd. Contact: V. Sima Da Silva, Port 
lor. 


UK SEMANGKA (Semangka Bay): 
54S. 104.37 E. ( : y) 


“RT LIMITS: 

“mit of Anchorage: 

be 05° 32’ S., Long. 104° 36’ E. 

) t. 05° 32’ S., Long. 104° 39’ E. 

1) \2t. 05° 36’ S., Long. 104° 39’ E. 

| lat. 05° 36' S., Long. 104° 36’ E. 
ag nt There are 2 storage tankers located in positions 
25 ay Jor S| LOM. 104° 36’ 45"E. ("White Rose") and 
NCUMENTS. .. Long. 104° 35’ 00” E. (“Supernal’’). 
|! Crew Lists. 

} Passenger Lists. 

? Lists, 

100) Chest Lists. 

1 Ce ms Declaration Forms. 

2tauance from Last Port. 

> Cee Manifests. 

‘Heart ersonal Effects Lists. 

W Declaration. 

“ster's Declaration provided by Agent on arrival. 
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INDONESIA 


PILOTAGE: Compulsory. Pilot and Mooring Master board at the 
anchorage. 

ANCHORAGE: In same area as floating storage vessels in about 
30 fathoms of water. There is a gap in the fish traps with Tg. Balang 
Besi bearing 093° x 6.9 miles. This is about 9 cables from storage 
vessels. 

The aay when awaiting the Sea Pilot is in position 
Lat. 05° 28’ 55” S., Long. 105° 17’ 20” E. 

RESTRICTIONS: Berthing during daylight hours only. Unberthing at 

any time. 

MAX. SIZE: 235,000 d.w.t. Depth of water 59 m. Max. LOA 325 m. 

HEALTH: “Q” flag must be flown until Officials have been on board. 
Port Officials come from Panjang. 

RADIO/VHF: ETA etc. to be sent to Pertamina Jakarta. 

Agung Radio, which is situated at Kota Agung at the head of the bay, 
may be contacted on VHF Channels 16 or 9 during office hours. 

Panjang Radio (PKC-6) operated by Pertamina, may also be 
contacted on VHF. 

TUGS: 2 tugs used for berthing/unberthing. 

BERTHING: Vessels berth alongside Floating Storage Tankers “White 
Rose” or “Supernal” with Yokohama fenders on starboard side. They 
are anchored in positions between 2 miles and 4 miles from the head 
of the bay. 

Vessels berth port side alongside. Access is provided by floating 
storage vessel. 

Hose connection amidships. Storage tankers mooring gang connect 
hoses. Ship's crane/derrick required for hose support. 2x12 in. hoses 
used, 1 per grade. 

MEDICAL: Hospital clinic available. 

FRESH WATER: Available by barge. 

FUEL: Available by barge. 

CONSULS: None. 

REPAIRS: No facilities available. 

AIRPORT: Baranti Airport at Bandar Lampung. 

TIME: GMT plus 7 hours. 

GENERAL: It must be ensured that the STS operation is carried out in 
accordance with the ICS/OCIMF STS transfer guide and ISGOTT 
recommendations. 

There are approximately 100 moored floating fish traps in the area. 
They are met with from about 7 miles from the head of the bay. At night, 
they are well lit with powerful fishing lights and they tend to lie in lines 
which, with care, allows access to the Anchorage Area. 

Accommodation may be needed for Pilot and Mooring Master. 

Numerous jellyfish may cause problems with intakes. 

AGENCY: See “General” before first port. 


SHIPMASTER’S REPORT: January 1983. 

Documents: Advisable to have at least 12 copies of Crew List. Harbour 

Master takes all certificates ashore and returns same prior to sailing. 

Pilotage: No Pilots available for anchoring. Mooring Master berths/ 

unberths vessel alongside storage tanker. 

Anchorage: Good anchorage in depths of 15 fathoms — 50 fathoms of 

water in the Northern part of the bay. 

Radio: PKI 1 and PKI 2 (Jakarta). 

VHF: “Kota Agung Radio” keeps continuous watch on Channel 9. 
Pertamina, local Agent, Mooring Master and storage tankers can be 

contacted on Channel 9. 

Tugs: Two harbour tugs available for berthing/unberthing. 

Tankers: No berths. 2 storage tankers of about 235,000 d.w.t. handling 

gas oil and kerosene. 4 Yokohama fenders on the starboard side of 

storage tankers. 12 in. hoses used for cargo transfer. 

Fuel: Gas oil available. 

Consuls: British Consul stationed in Jakarta (Tel: 330904). 

Repairs: Minor repairs possible. 

Surveyors: Liloyd’s and Indonesian Government Radio Surveyors had 

to come from Jakarta to carry out vessels Safety Equipment and Safety 

Radio Telegraphy Surveys. 

Airport: Nearest airport at Tanjung Karang, 100 km. away. Several flights 

to Jakarta daily. 

Time: GMT plus 7 hours throughout the year. 

rade gal Limited stocks of fresh fruits, vegetables and meat available 

locally. 

abbas Leave: Pertamina operates 3 service boats daily for crew to go 

ashore. 

Identification Cards: Not necessary. 

Delays: About 7 days — 10 days for discharging gas oil. 


SHIPMASTER’S REPORT: October 1992. 
Ship to Ship Discharge: 

The vessel sailed from Singapore to Teluk Semangka, loaded to 
Tropical Marks (draft 11.9 m. forward, and 12.3 m. aft), with 57,286 
tonnes (423,872 bbls. of gas oil — Bill of Lading figure). Ship's figures 
57,398.5 tonnes and 424,702 bbls. respectively. 

Route was via Karimata and Sunda Straits, total distance 866 miles. 
Route via Gaspar is shorter (708 miles), but in approaches to latter 
numerous shallow patches reported, and charts have various warnings 
on them concerning inadequate survey work in Gaspar Strait. Only tricky 
navigation is passage through ‘Outer Channel’, where we encountered 
fishing boats, tugs and tows, coastal vessels crossing and other vessels 
also transitting the Strait itself. Navigation lights en route are poor, and 
some extinguished, but good land radar targets all the way. Frequent 
ferries crossing Sunda Strait. 

Teluk Semangka Bay is open to the sea only from the S.W., from 
which direction a gentle, short swell is induced. The whole Inlet has 
deep water with no obstructions (local fishing craft apart), and no shallow 
patches. It would seem ideally suited to ‘ship-to-ship transfer operations, 
which appear to be continuous. 

The anchored group of about 10 vessels at the Terminal could easily 
be discerned on the radar at distance in excess of 20 miles. We arrived 
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at 0430 hrs. and were unable initially to contact Agent on VHF 
Channel 16, or the local frequency in use (Channel 9). 

On approaching, we spoke to the mother vessel ‘Supernal’, which had 
little firm information. A short while later we contacted Agent who advised 
us to anchor in vicinity of ‘Supernal’, and to be ready for berthing from 
0800 hrs. ‘Supernal’ anchored near head of Bay in position 05° 32.8’ S., 
104° 35.3’ E., in 41 m. of water. We anchored one mile South of her to 
await berthing. There was plenty of room between all of the anchored 
vessels. There were two other 'ship-to-ship’ transfers in progress, but 
these were 2 miles to the East of ‘Supernal’. 

‘Supernal’ is of about 225,000 d.w.t., with maximum loaded draft of 
about 21 m., although she was fairly light when we berthed alongside 
her. Vessel appears to be well maintained and operated. The floating 
string of 4 large Yokohama fenders were in good condition, with a good 
spare on deck. The 2 12 in. hoses, one for gasoil and one for kerosene, 
were in good condition. ‘Supernal’ is equipped with derricks only, but 
they appeared to be in good condition, and were rigged with large 
doubling blocks for heavy lifting. The ‘Supernal’ is equipped with inert 
gas, and this appeared to be fully operational. 

Due to severe overhead lightening accompanied by torrential rain on 
at least two occasions, we were very glad of the inert gas systems on 
both vessels. The ‘Supernal’ crew were very efficient, although the 
protective clothing fell well short of international standards. All moorings 
were from lightening ship alone. Communications on Motorola were very 
good, and maintained throughout. 

Local Pilot boarded at about 0830 hrs. At least 4 tugs of varying age, 
size and horsepower can be seen lying off the small port. Two of these 
tugs were assigned to us, but there was 30 minutes delay after weighing 
anchor at 0832 hrs., because one tug had apparently developed 
compressor problems prior to leaving port, and a substitute was 
assigned. One tug made fast each end of the maindeck starboard side 
at about 0930 hrs. Disappointingly, neither had tug lines available, and 
vessel had to secure tugs with own mooring ropes, eventually doubled 
up. Our mooring ropes are inadequate for such powerful tugs, 
particularly when in a loaded condition. Additonally, our ropes were badly 
chafed through the Panama fairleads at the bows of the tugs. Hence 
the need for doubling up towing lines. After departure, 3 ropes had to 
have new eyes spliced into them. Whilst awaiting second tug and 
securing same, we were edged up to starboard quarter of ‘Supernal’, to 
within 3 cables or so, in readiness for berthing. 

Weather was clear, sunny and nearly flat calm. ‘Supernal’ appeared 
to be on a pretty steady heading pointing to the S.W. Throughout, there 
appeared to be little tide or current, and we laid in various directions. 
Basically, for mooring, we edged forward to a position close abeam of 
‘Supernal’ (about 300 m.), and then the tugs pushed us alongside, and 
using our engines ahead and astern to adjust for final position. We 
expressed concern ee ck the lack of and position of fendering at the 
bow of the aft tug. The bow of this tug had a large, horizontal, flat pushing 
platform. However, it was not well covered, which consisted mainly of 
badly positioned tractor tyres. There was a danger of the edge of the 
platform being pushed into our side, piercing or causing indentation. In 
view of the latter, Pilot was told to proceed slowly with pushing. 
‘Supernal'’ had plenty of leads, and we completed mooring at 1115 hrs., 
with basically 4 head and stern lines, and 2 springs at each end. The 
poorest leads were the shorter forward springs, as ‘Supernal’ did not 
have fairlead close forward of her manifolds. 

Only two local surveyors stayed throughout, alternating between both 
vessels. A number of officials boarded at about 1330 hrs. A spare set 
of cargo documents for the Customs official would have saved us a bit 
of time. 

Discharge was with one pump via the 1x12 in. hose. Initial rates 
exceeding 3,000 cu.m./hr. were achieved, but the rating of the pump is 
only 2,000 cu.m./hr., and so for fear of damaging valves by exceeding 
pipeline maximum recommended throughput rates, the pump was eased 
such that bulk discharge continued at about 2,250 — 2,500 cu.m./hr. 

Moorings were comfortably adequate for this operation in persisting 
weather conditions. Gentle pitching and minimal rolling were 
experienced. Basically, the ‘Supernal’ handles products only, i.e. gasoil 
and kerosene. She acts purely as a storage and transfer facility. Other 
smaller vessels take various quantities of product from her, ferrying it 
to local refineries and ports. We believe ‘Supernal’ has been on station 
for 4 years. 

Two miles to the East, the 390,000 d.w.t. ‘White Rose’ is doing a 
similar operation, but for crude oil. She has been here for one year. Both 
mother vessels appear busy. Crude to “White Rose’ comes from various 
locations, we believe mainly Indonesia, but surprisingly also from the 
Gulf. It is thence ferried to local refineries such as Balikpapan, Cilacap 
and Sepinggan. 

We completed discharge at 2230 hrs. on the day after arriving. No 
problems, apart from a bit of protracted draining experienced. No night- 
time berthing or unmooring undertaken. We let go at 0830 hrs. the 
following morning. Unmooring is basically the reverse of berthing, with 
the vessel being pulled clear by a tug at each end. 
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TERNATE: 00.46 N. 127.22 E. (Seep ¢ 


DOCUMENTS: The following documents must be ready upop 
arrival: | 

14 copies Crew List. 

12 copies Passenger List. 

5 copies Stores List. 

8 copies Cargo Manifest. 

Bills of Lading 

8 copies General Information. 

5 copies Personal Effects List. 

5 copies Vaccination List. 

5 copies Firearms and Ammunition List. 

Harbour Report. 

Last Port Clearance. 

Completed Declaration of Health. 

Valid Derat Certificate. 

Passports. 
PILOTAGE: Compulsory. Notice of ETA and request for a Pig, 
be made at least 6 hours in advance to Pilotage Authority 
Ternate Radio (Coastal Station) on VHF Channel 16 or direct ot» 
Pilot Station on VHF Channel 12. 

Pilotage service address: Dinas Kepanduan Perum Pelabiy 


RPS CO 235852 5S27 PeoSELI3S2 


Cabang Ternate. Tel: 21574. UI 
ANCHORAGE: Safe anchorage in harbour but better anchorags, 
3 cables to the East of wharf in a depth of about 65 m. uc 


MAX. SIZE: Max. draft alongside 9.5 m. in 
HEALTH: Pratique is normally given by Pilot Station. Any ade m 
health matters obtainable from pilot service. 
RADIO: Ternate Coastal Station, call sign “PKE” on VHF Chany 
ane on VHF Channel 12 (Every day during working hous) 
-1 
TUGS: As required by Pilots, ship's line normally used. 
BERTHING: Berth No. 1: Wharf length 173 m. Depth at LWS 9», 
CRANES: 1 x 25 tonne mobile heavy lift crane. 
STEVEDORES: Stevedoring arranged by labour union via Agen py 
MEDICAL: Hospital facilities available. Al 
TANKERS: Oil Jetty (Pertamina Depot): Located 9 miles Sos gg 
Ternate. Max. size alongside is 7,000 d.w.t. 
DENSITY: 1025. Mi 
FRESH WATER: Available from berth, rate 40 t.p.h. ry 
FUEL: Oil delivered by tank trucks. w 
CONSUL: None. vt 
Tr 
BI 
n 
p 


DRY DOCKS: No facilities. 
GANGWAY/DECK WATCHMEN: Usually ship's crew. 
OPENING/CLOSING HATCHES: By stevedores or ships: 
Whichever to ship's advantage. 
CERTIFICATES: Register, Tonnage and usual Certificates. 
REPATRIATION: Crew changes and repatriation can be arrange 
AIRPORT: Distance about 5 miles, served by Bourag Air Ling 
Merpati Nusantara Airlines. 
TIME: GMT plus 9 hours. 
HOLIDAYS: National holidays are New Year, Idul Fitn, \dué 
Maulid, Easter Day, Waisyak, Nyepi, Ascencion Day, Miradz a Al 
first day of Muharam. 
POLICE: Tel: 21164. 
EMERGENCY CO-ORDINATION CENTRE: Ternate Coastgust 
21143. 
SHORE LEAVE: No restrictions. 
GENERAL: Ship’s Inspection Team: This team consists of % © 
Health Officer, Customs Officers, Harbour Master/Immigration® A 
The vessel having been granted Free Pratique, the Immigration? A 
starts checking Passports, Seamen's Books and Crew Lists at! 8 
issues shore passes. in 
Vessel’s bonded store will be sealed by Customs Officer oF 
and will remain sealed until the vessel leaves Ternate Port. 
The ship's radio transmitter may not be used whilst vessel 20% \ 
Chart: Indonesian Chart No. 385. 
AUTHORITY: The Port Administrator, JL. Jend. A. Yani No. 1, 1® 
Tel: 21129, 21206, 21574. 
Harbour Master, JL. Jend. A. Yani No. 1, Ternate. Tel: 21572 ¢ 
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TUBANG: 01.45 S. 125.06 E. (See? 


SHIP’S OFFICER’S REPORT: August 1989. 


LOCATION: Port of Tubang is situated on the Northern sided P 
Island, in the Molucca Sea. Built-up areas consist mainly ¢” 2 
Sawmill and scattered houses for the labourers. | 
PILOTAGE: A Singaporean supercargo who assists the . 
anchoring, boards in position Lat. 01° 44’ S., Long. 125°4'H5 8 
ANCHORAGE: The anchorage, which also serves as loading 

is in position Lat. 01° 45’ 16"S., Long. 125° 05’ 37” E. The@ \ 
water is 18.0 m., with muddy bottom. This vessel (19,0009! * 
5 shackles of chain. The Southerly wind reached a maximum 
RESTRICTIONS: Vessel waited until daylight before entering#= 5 
available (BA. Chart No. 3241 was of little use). Later, the Age 

us with Indonesian Chart No. 274, which we used when 
RADIO: Ambon Coast Radio. Call Sign PKE. 

MEDICAL: First Aid available. 

DENSITY: 1025. 5 
FRESH WATER: Not available. : 
FUEL: Not available. 


LOSING HATCHES: By ship's crew. 
ES: Work throughout 24 hours. 
| roms ALLOWANCES: 200 cigarettes and 1 bottle of wine/spirits 


. at plus 9 hours. No alteration of clocks during the year. 
LEAVE: Allowed. 

srFCATION CARDS: Not necessary. 

NEAL: Pratique granted on arrival at the anchorage. Agent and 

es are from Ambon. They boarded the ship together with 

ved FS, who are from the adjacent island of Mangoli. After 

"ves had been completed, the Agent and 2 Customs Officers 

saned on board. Food and accommodation must be provided by the 
4s for the stevedores, fresh water and a makeshift “toilet” should 

* nded, as they cooked and stayed on board during loading 


He eparture, the stevedores disembarked, but the Agent and 
coms stayed with the ship until the next loading port of Waisarisa, 
an (sland. They disembarked after completion of loading. 

vce Singaporean supercargo also stayed on board and disembarked 
ve ng fuel and stores in Singapore. : 

| ieysions: Small quantity of provisions and stores can be obtained. 


ANG NATUNA: 04.02 N. 106.29 E. 


| CATION: The SBM and storage tanker “Udang Natuna” are located 


NTS: 

ae Crew List. 

scopies Passenger List. 

‘ copy Cargo Manifest. 

‘copy Ship's Stores List. 

‘copy Personnel Effects List. 

Maritime Declaration of Health. 
| Clearance from Last Port. 

MOTAGE: Compulsory. 
WHORAGE: The anchorage whilst waiting for berth is at Lat. 
|W 04'N., Long. 106° 25’ E. 
¥STRICTIONS: Berthing and unberthing in daylight hours only. 
WX SIZE: 93,000 d.w.t. Max. LOA 260 m. 
u0l0: Vessels use Jakarta Coastal Radio Station, call sign PKI-2, 
ech is operated by Pertamina. 
#: Vessels should make contact through Merak Radio, call sign PKQ. 
‘sstation is also operated by Pertamina. 
H#RTHING: Vessels moor alongside the storage tanker, port side to. 
(ude oil is loaded at a rate of 25,000 Bbis.p.h. through 2x12 in. 


‘ses 
*»yical Characteristics of Crude Oil: 


§P| Gravity at 60°F. : 39.6 

Seid Vapour Pressure at 100°F. 2-5 psi 
Sulphur Content 0.03 % wt. 
fash Point (PMCC) : Below 50°F. 
Pour Point ntOGti. 


‘RPORT: Nearest airport at Ranai. 

‘WE: GMT plus 7 hours. 

WRBAGE DISPOSAL: Can be facilitated by contract supply boats to 
foe support base. 

‘STE OIL DISPOSAL: Slop tanks available. 

SAMAN'S CLUBS: None. 

ARENCY: Indonesian Rupiah (Rp.). 

SENCY: See “General” before first port. 

WHORITY: Continental Oil Co. of Indonesia, Sacna Graha Lana 
dng, 1st-5th Floor, JI. H.R. Rasuna Said, P.O.Box 367, Jakarta, 
‘esia. Tel: 791908. Telex: 47265 Conoco-la, 47275 Conoco-la. 


“NG PANDANG (Macassar): 05.08 S. 119.24 E. 
(See Plan) 


‘MENTS: 
Atficate of Regist 
byw List egistry 


49 Book 

“ificate of Seaworthiness 

“20 Line Certificate 

“x0 Certificate (Solas Certificate) 

: rtificate 
,wpment Certificate (Solas Certificate) 


Party (if necessary) 
*OTAGE: Pilotage compulsory for vessels of more than 150 cu.m. in 
P88 volumes, 
“06r a Pilot: 
5 pontact the ship's Agent in this port via Ujung Pandang Radio (call 
4 Al by ship's radio or VHF Channel 16. 
"| Contact Ujung Pandang Pilot Station tower by VHF Channel 


“tage Information: 
~ Yery vessel of 71 m. LOA and over under Pilot's direction for 
Tew and unberthing is to use the Port Administration tugs. 
#18 2 tugs available with initial letters “PA” on their blue funnel, 
M.T. “Anggada VII" 800 h.p. 
2E M.T. “Selat Tanakeke” 1,160 h.p. 
eh very vessel of 31 m. LOA and over, under Pilot's direction for 
ta and unberthing is to be assisted by Port Administration mooring 
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sition Lat. 04° 02’ 14” N., Long. 106° 28’ 53” E., in a depth of 19 m. 
E 


INDONESIA 


ANCHORAGE: The anchorage for vessels awaiting a Pilot is around 
the position Lat. 05° 07’ 30” S., Long. 119° 22’ 30” E. with depth of 
water 25 m. at LWS. 

RESTRICTIONS: Entry not permitted after 1800 hrs. Every foreign 
vessel is to have special permission from Indonesian Government or 
Directorate General of Sea Communication for entering and should have 
representatives or handling Agent before entering this port. 

Warships should contact the Indonesian Navy Commander of Territory 
Vil (Pangdaeral Vil) before entering the port. 

MAX. SIZE: Max. LOA 200 m. Max. draft 9.0 m. 

RADIO: See “Pilotage”. 

VHF: Harbour Master on Channel 16. Pilot Station on Channel 12. 
TUGS: 5 tugs available. 

BERTHING: 

Depths of Water: 

Main Entrance Channel: 13 m. at LWS. 

Soekarno Wharf: Length 1,350 m. Depth 8.0 m. — 9.0 m. at LWS. 

Hatta Wharf: Length 550 m. Depth 8.0 m. — 9.0 m. at LWS. 

Oil Jetty (Pertamina Jetty): 8 m. at LWS. 

Anchorage in the inner waters: 11 m. at LWS. 

Special Attention in West Monsoons (November to February): 

All vessels alongside Soekarno and Hatta Wharf should use fore and 
aft mooring lines to buoys which are available, to prevent the beating 
of ship's hull against the wharf. 

STEVEDORES: Stevedoring Port Labour (UKA). Capacity for 
discharging: 12 ton gang/hour — General Cargo. 17 ton gang/hour — Bulk 
Cargo (in bags). Heavy cranes available, capacity 15 tons. 

MEDICAL: Doctor and clinic available. 

TANKERS: Pertamina Jetty: 

LOA: 160 m. 

Depth: 9.0 m. 

Max. Size: 18,000 d.w.t. 

Cargo handled: Premium, Kerosene, Avtur, HSD, HFO and Gas Oil. 

Loading rates: 25 — 120 kl./hr. 

Discharge rates: 250 — 375 t.p.h. 

No. of lines/size: 7 lines (4 in., 6 in. and 8 in.). 

Operator: Pertamina, JIl.Garuda No. 1, Ujung Pandang, Indonesia. 
Tel: (62-411) 4682, 5683. Fax: (62-411) 82813. Telex: 71141, 71186. 
FRESH WATER: Available rate 50 t.p.h. 

FUEL: Available, MFO 50 t.p.h. 

IDENTIFICATION CARDS: Needed by Immigration Office. 
CONSULS: Japan and Norway. 

REPAIRS: Minor deck or engine repairs possible. 

GANGWAY/DECK WATCHMEN: There are no special deck watch- 
men services but can be arranged through Agent. 
OPENING/CLOSING HATCHES: Work carried out by stevedores. 
CUSTOMS ALLOWANCES: Tobacco. Only sufficient for personal use 
(500 grams tobacco or 200 cigarettes for one passenger). 

Wine and/or spirits not permitted out of bond. 

AIRPORT: Macassar Airport, called “Mandai Airport’, distance from 
town about 23 km. 

Services: Macassar — Kendari and Jakarta — Surabaya — Macassar 
Manado every day (3 times a day). Macassar — Ambon — Jayapura. 
TIME: Middle Indonesian Time, OMT plus 8 hours. 

HOLIDAYS: Every Sunday; New Year (January 1st); Idul Adha 
(November 11th); 1st Muharam 1399 H. Isa Almasih (May 15th); 
Proclamation Day (August 17th); Mi’radj Muhammad (July 3rd); Idul Fitri 
(September 9th); Maulud Muhammad (February 20th); Santa Maria 
(May 15th); Christmas Day (December 25th). Work can be arranged at 
overtime rates. 

POLICE/FIRE/AMBULANCE: Police, Fire 4306. Ambulance 7227. 
TELEPHONES: No arrangements exist for placing telephones on board. 
DELAYS: Caused by rain (bad weather). 

DEVELOPMENTS: In near future, Ujung Pandang to have bonded 
warehouse, godown for dangerous cargoes and be able to handle 
containers. 


SHIPMASTER’S REPORT: March 1986. 

5 buoys marked swept channel which has been realigned west of 
Kudingareng Lompo. Most local vessels use the alternative swept 
channel which passes South and East of Kudingareng Lompo. Mariso 
Beacon has been replaced by Ujung Pandang Beacon. The windows of 
the flour mill and silo terminal are the most positive mark for approaching 
the pilot station. The light beacons close to the entrance are impossible 
to identify from the city lights behind. 

Pilot station has VHF Channels 12 and 16. 24 hour pilotage service 
is now available. The Harbour is cluttered by a dozen unlit mooring 
buoys, and great care is needed for ship's propellers. 

Standard Indonesian Arrival Formalities soon after arrival. In 
team consists of 2 Immigration Officers, 2 Customs Officers, 
from the Harbour Masters Office and 2 Agents. 

Vessels loaded crated plywood, standard 8 in. x 4 in. sheets, 
averaging 1.070 kg. Freight measurement 1.8 cu.m., gross 
measurement 2.02 cu.m. stowage about 3.06 cu.m. in centre holds. 
Small fork lift stows 6 tiers high, then lay steel plates and load up to a 
further 6 tiers. Vessel worked 3 hooks which averaged 50 — 60 crates 
per hook per hour. Factory 10 km. by road. Special alertness required 
for closing hatches in sudden torrential rain at pa ik Also Special 
precautions required for pilferage, such as removing all pressure gauges 
from hydraulic systems in deck houses. Long hasp padlocks provide no 
security at all, being broken more quickly than they can be unlocked. 


ion 
icials 


AUTHORITY: Department of Communication, Directorate of Sea 
Communication, Port Administration Ujung Pandang, 6th Sea 
Communication Regional Office, Ujung Pandang. 
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WAISARISA: 03.13 S. 128.16 E. 


SHIP’S OFFICER'S REPORT: August 1989. 


LOCATION: Teluk Piru, Seram Island. B.A. Charts No, 3241 and 3242 

used. 

ANCHORAGE: The anchorage, which also serves as loading position, 

is in position Lat. 03° 12’ 54” S., Long. 128° 15’ 39” E. Depth of water 

is 80 m. — 85 m. Bottom is sand and mud. At times fresh breeze prevails 

from S.E. to S.W. and creates swell. At these times barges should always 

be alongside the vessel's port side. 

RADIO: See “Ambon”. 

MEDICAL: A doctor is available. 

DENSITY: 1025. 

STEVEDORES: Work 3 shifts. 

TIME: GMT plus 9 hours. 

AIRPORT: See “Ambon”. Reachable from Waisarisa by speedboat ferry 

which leaves Waisarisa every morning. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not necessary. 

GENERAL: Private port. There is a pier, but used mainly by tugs. 

Salvage work is in progress on a wreck a few metres from the pier. 
Three to 4 ships can be accommodated at the anchorage. 

Provision: Vegetables and some stores available. 


(See Plan) 


WAMSASI: 03.33 S. 126.09 E. 


Log loading port on the West coast of Buru Island in position: Lat. 
03° 33.5’ S., Long 126° 09.5’ E. 
Vessels anchor 600 m. (approximately) off-shore in depth of 15 m. 


WIDURI TERMINAL: 04.40 S. 106.39 E. (See Plan) 


LOCATION: Widuri Terminal consists of the crude oil production and 
export facilities of the Widuri, Intan, and N.E. Intan Fields, offshore 
Indonesia in the Java Sea, Northeast of Sunda Strait. 

The Terminal limits cover an area of approximately 5.5 square miles. 
Within the Terminal limits there are the following designated areas: 

Anchorage Area 
Manoeuvring Area 

Within these areas the Terminal Moorin 
movement of all vessels and the Terminal 
effect. 

Also see “Aids to Navigation”. 

The Terminal (pipelines, PLEMs, submarine hoses, metering systems 
and export buoys) is owned by Perusahaan Pertambangan Minyak Dan 
Gas Bumi Negara (Pertamina), a State Enterprise of the Republic of 
Indonesia, and operated by Maxus Southeast Sumatra, Inc., a Maxus 
Energy Enterprise, hereinafter referred to as Maxus. The Terminal 
storage and pumping system comprises a 320,000 d.w.t. tanker, the 
“Maxus Widuri”. The tanker is owned by Limosa and is jointly operated 
by Maxus and the owners. 

No. 1 Storage Tanker ‘‘Maxus Widuri’': Maxus Marine Administrative 

Offices, personnel living quarters, storage and crude testing laboratory 

are located on board the “Maxus Widuri” which is permanently moored 

on location by 10 mooring chains attached to piles. Overall length of the 
tanker is 1,204.10 ft. with a moulded breadth of 181.92 ft. and moulded 
depth of 94.35 ft. 

Total crude oil capacity is 2,536,261 gross barrels. Loading of crude 
oil from the No.1 Storage Tanker to the export tankers is accomplished 
through Daniels Turbine Meters, each having a maximum capacity of 
‘i 1,000 barrels per hour. Maximum discharge rate is 44,000 barrels per 

our. 

IMPORTANT FEATURES: 

1. There are 2 single point mooring berths (SPM's) at the Widuri 
Terminal. 

2. The Mooring Master moors, unmoors and supervises the movement 
of all vessels in the anchorage and manoeuvring areas. 

3. Safety rules and regulations are strictly enforced. The safety 
requirements are based upon the provision of the Codes of Safe 
Practices currently accepted by the oil and tanker industries. 

4. The Widuri Terminal will maintain a 24 hour radio watch. All 
incoming vessels should establish early contact with this station in 
order to transmit ETA data, etc. 

5. Shore liberty will not be granted except in cases of extreme 
emergency. Crew members cannot sign-off or leave their vessel at 
the Terminal. 

6. The laws of Indonesia are in force at Widuri Terminal and all 
personnel are required to abide by them. 

7. Display of ‘Q’ (Quarantine), ‘N’ (November) and call sign flags on 
approach to Widuri Terminal must be maintained until clearance is 
granted. By day, flag of Indonesia should be flown throughout the 
vessel's stay in port. 

8. Vessels should be prepared to answer identification queries from 
Indonesian Naval Patrol Craft. 

9. During loading or unloading, the International Code Flag ‘B’ or red 
light at night shall be displayed in accordance with the International 
Code Signal Agreement. 

10. Language of the Terminal is English and Indonesian. 

11. Indonesian local time is GMT plus 7 hours. 

12. Visitors must obtain a Special pass from Indonesian Government 
Officials located in the Terminal and from the Company Mooring 
Master. Due to potential hazards involved, visitors will be allowed 
at the Terminal only under special conditions. 
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Master supervises the 
afety Regulations are in 


DOCUMENTS: Documentation: In the normal course of event 
Terminal acts as a tanker agent and prepares all crude oil docs 
No charges are made for these services. re 
Documents needed by vessel: The following documents are rey 
for immediate inspection by the Terminal Officials: 

Maritime Declaration of Health. 

Valid Derat or Exemption Certificate. 

Crew List. 

Passenger List, if any. 

Vaccination Certificates of all crew members or passe: ’ 

Certificates of Innoculation against any communicable di 

Valid Passports and/or Seaman's Books for all crew Members 5 

passengers. 

Notice of Readiness. 

Indonesian Consular Clearance. 

Customs will require the following: 

8 copies Crew List. 

1 copy Crew Declaration of Personal Belongings. 

1 copy Ship’s Stores List. 

1 copy Passenger List. 

6 copies Cargo Manifest for Widuri Terminal loading. 

1 copy Cargo Manifest for Transit Cargo with a summary, 

1 copy Passenger Manifest. 

Clearance from the last Port of Call will be required by the Gover e 
Authorities. 

Crew List and Crew Declaration of Personal Belongings musi 
the approved Indonesian Documents. Vessels are ativoode on ther 9 
visit to the port to obtain sufficient forms for future use. 

Outward Clearance: A tanker will be considered clear to depart j q 
Terminal when the crude oil documents and its Outward Clea, 
Certificates have been delivered to the Master of the vessel. A 
PILOTAGE: Pilotage is compulsory within the Terminal limits. Veg w 
to be moored at Widuri Terminal will be boarded by the Terminal May 
Master in the anchorage area. The Mooring Master will advise thes 
Master on approaches to the SPM, mooring, pared gs connection 2. 
disconnection of hoses and all other operations within the Terminay A 

All manoeuvring of ships within the Terminal area shall be done, M 
in accordance with the advice of the Widuri Terminal Mooring Ma 
subject to the understanding that in all cases and circumstancg) 
Master of the vessel is solely responsible for the safety and py w 
manoeuvring of the vessel. The vessel's Master or one of his qui é 
deck officers must be on the bridge at all times while tanker ish v4 
manoeuvred. R 

When a Mooring Master and his launch crew are assigned to#! 
on business, it is expected that the ship will supply them with mea be 
the same time and in the same manner as comparable with pers bs 
of the ship. No special meals or special foods will be required! 
Terminal will also keep this item to a basic minimum. The ship wit 
provide shelter and smoking facilities in the same manner as mea 
communications between Terminal personnel assigned to a sho! 4 
Ship's Personnel should be through the Mooring Master. p 

Also see Aeeegeh W 
AIDS TO NAVIGATION: The approach channel is along a heady is 
that the “Maxus Widuri” blow light is aligned with the Widun Pm», 
Platform flare. ry 

No.1 Storage Tanker “Maxus Widuri" is used for storage of cut 
accommodation and headquarters of Widuri Terminal personnel.) R 
permanently moored in position Lat. 4° 40’ 50.685"S., Long! d 
39’ 9.541” E. 9 

The “Maxus Widuri” is fitted with a 15 nautical mile all arount# m 
light, flashing Morse Code ‘U’ at 15 seconds interval. In addition) F 
(2) 2.5 nautical mile red peripheral lights, flashing Morse Code! 
15 seconds interval, are installed on the port and starboard side! } 
vessel, in way of the midships section. a 
The 1st Export SPM is located in approximate positon! ’ 

l 
0 
. 
4 
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4° 40’ 11.66” S., Long. 106° 39’ 50.0” E., and is fitted with a 5nat 
mile white light, meme Morse Code ‘U' at 15 seconds interval. 
The 2nd Export SPM is located in approximate position: 
4° 41' 36.11” S., Long. 106° 38’ 48.99” E., and is fitted with a 5nat 
mile white light, flashing Morse Code ‘U' at 15 seconds interva. 
The Widuri Intan Platforms are located at the following posite 
La 


t. Long. | 
N.E. Intan 4° 33’ 35.340"S. 106°42'0127 | 
Intan A 4° 35’ 07.977" S. 106° 38’ 33.8% 
Intan B 4° 34' 48.060” S. 106° 39' 37.8% 
Widuri Process 4° 40' 01.618" S. 106° 37’ 465! 
Widuri Flare Bridge 4° 40' 01.678" S. 106° 37’ 503) 
Widuri A 4° 40’ 01.069" S. 106°37' 438 
Widuri B 4° 41' 01.487" S. 106° 37' 4% 
Widuri C 4° 39’ 53.192" S. 106° 38' 484% 4 
Widuri D 4° 40’ 51.204” S. 106° 37' 628 fn 


APPROACHES: Approach Channel: A surveyed Approach 
from an established navigation area has been provided for are 
and exit from the Terminal area. This channel is 1,000 ft. we 
15 miles long and has a minimum water depth of 69 
Astronomical Tide (LAT). ; 
Manoeuvring Area: The Manoeuvring Area is the immediate &* 
to and exit from the export buoys. The Manoeuvring Area is laid 
maximum flexibility for approach directions, depending upon P™™ 
sea conditions. However, the Manoeuvring Area is limited ® 
presence of pipelines and storage tanker mooring chains. wel 

Entering and exiting the Manoeuvring Area is prohibited ! 
onboard presence of the Mooring Master and the assistance 
Handling Vessels. Anchoring is prohibited within the Manoew"\! 

The minimum water depth of the Manoeuvring Area is 68% 
Prohibited Area: The Prohibited Area is distinguished by the °™ 
of numerous platforms, pipelines, cables and chains. Enty \ 
anchoring in this area is strictly prohibited. P { 
Restricted Area: The Restricted Area contains oil pipelines 
voltage electric cables and is restricted to minimum draft 
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sng Restricted Area is contained within the lines joining the following 


ws Lat. Long. 

os? 40’ 17" S. 106° 40’ 40” E. 
* 4? 42’ 19” S. 106° 39’ 26” E. 
= 4°42’ 12” S. 106° 36’ 40” E. 
© og? 40’ 50” S. 106° 36’ 38” E. 
> que 39’ 36” S. 106° 38’ 00” E. 
~ between: 
were 33°35" S. 106° 42’ 01 E. 
f 94° 35’ 04" S. 106° 38’ 33” E. 
° 94°40" 50” S 106° 36’ 38” E. 


to Terminal: On approaching the Widuri Terminal, the Master 
 ncoming tanker should head for the anchorage area where under 
‘conditions after 'H’ flag is shown, the vessel will be boarded by 
| Widuri Terminal Mooring Master. 
asses approaching or departing the Terminal area are 
; to enter to or exit from via the Approach Channel. The 
Master may reject a vessel entering the Terminal area from 
other than the designated Approach Channel and may be rejected 
ature cargo up lifting. : 
| igggals Anchoring: If tanker is not scheduled to berth on arrival (e.g. 
vessel is already in the berth, or the Terminal is closed on 
tof adverse weather, etc.), the Master will be advised by radio 
sabe requested to anchor in the anchorage area. 
yeations: Weather permitting, Widuri Terminal will operate 24 hours 
way, 7 days per week. Tankers will be berthed during daylight hours 
nyand unmoored at any time. 


‘sorage is critical, ships may be berthed at any time day or night. 


WHORAGE: The Anchorage Area is the holding area for tankers 
ging to berth at the export buoys. 

tnirance position is Lat. 04° 42’ 08.483” S., Long. 106° 41’ 18.199” E. 
ths represents the entrance to a triangular area with approximately 
‘mie sides which must be used by vessels required to wait at anchor. 
ycoring in any area other than the Anchorage Area is prohibited. The 
keorng Master will board arriving tankers in the Anchorage Area. 

Centre of Anchorage Area: Lat. 04° 41’ 40” S., Long. 106° 40’ 30” E. 
The holding area is East of the Terminal facilities with a minimum 
wet depth of 68 ft. LAT. Holding ground is fairly good. Area is large 
ough for sufficient manoeuvring and swinging room for several 
assels. 


ADINESS: Notice of Readiness: After arrival in the anchorage area 
edwhen the tanker is in every repect ready to load, the Master may 
wier his Notice of Readiness. 

Notice of Readiness will be accepted only after the Master has 
weaved the Mooring Master on board. 

luytime will commence 6 hours after acceptance of Notice of 
‘adiness or commencement of loading if sooner or completion of 
malasting if later. 

*t Closed: Notice of Readiness will not be accepted during periods 
fenthe Terminal is closed. The Terminal is “closed” when the weather 
isuch that it is too rough for incoming tankers to berth. The decision 
wading the opening and closing of the Terminal will rest with the 
‘coring Master. 


STRICTIONS: Widuri Terminal operates day and night around the 
‘xx throughout the year. Weather and other circumstances permitting, 
fs will be unmoored all hours of the day and night and normal 
‘wed during daylight hours only. 


WK. SIZE: Minimum Size Tanker Acceptable: The minimum size 
‘et acceptable at the Terminal will not be less than 20,000 d.w.t. 
‘umum Size Tanker Acceptable: The maximum size tanker 
Ssplable at the Terminal calling for a full cargo will be 178,000 d.w.t. 
‘sels with a fully loaded draft not greater than 50 ft. are accepted. 
“yr tankers may be accepted subject to weather and favourable tide 

at the time of loading without recourse to Maxus for any delays. 

Draft Schedule Recommended for Various Tonnage Tankers 
“omg at Widuri Export SPM’s: 


Deadweight 


Minimum Draft 
(m.) 


STH: In accordance with International Practice, Quarantine Signals 
be displayed by all vessel’s approaching Widuri Terminal area. 
These Signals shall be displayed continuously until pratique is granted. 

Signals are: 
aunise to Sunset — Quarantine flag ‘Q’. 
The Nset to Sunrise — Signal lights (red over white). 
ema oiNg offical will attend the incoming vessel from the Widuri 


§OOVHE: 

‘ae Address: Maxus Southeast Sumatra, Inc. 

87121 1A, 47437 IA. 

* 99 Schedule and Frequencies: Direct communication by Radio 
ay i between Widuri Terminal (P3YS3) and incoming vessels will 
et iayude Modulation (A3, ASH and A3J) Operation in the 2-4-8 
ey) Hz bands and by International Marine VHF Channel 16 (156.80 


Nouri Termi i 
nal (P3YS3) particulars are as follows: Operated by 
‘SS Southeast Sumatra, Inc. 


fom : Lat. 04° 40’ 50.685” S., Long. 106° 39’ 09.541” E. 
of operation: 24. 


<= 


INDONESIA 
Frequencies Class Power Mode 

(kHz) (Watts) 

2182 A3, A3H, A3J 150 AM 
2638 A3, A3H, A3J 150 AM 
4078.0 A3, A3H, A3J 150 AM 
4456.0 A3, A3H, A3J 150 AM 
8281.2 A3, A3H, A3J 150 AM 


International Marine VHF Channels: 
6 — 156.30 MHz Simplex 
12 — 156.60 MHz Simplex 
13 — 156.65 MHz Simplex 
14 — 156.70 MHz Simplex 
16 — 156.80 MHz Simplex 
20 — 157.00 MHz Simplex : 161.60 MHz Duplex 
26 — 157.30 MHz Simplex : 161.90 MHz Duplex 
28 — 157.40 MHz Simplex : 162.00 MHz Duplex 
Notes: 
1. P3YS3 keeps continuous watch on AM frequencies 2182, 4456 and 
8201.1 kHz. 
2. P3YS3 keeps continuous watch on VHF Channel 16. 
All communications between ships and Widuri Terminal (P3YS3) 
should be by way of this station. 
Should a vessel be unable to contact P3YS3 she should send her 
message through Singapore Radio (9VG). 


Communication for Contacting Agent: All messages destined to 
“Pertaminaship” can be sent to PK12. 
Pertamina Jakarta Radio (PK12) is owned and operated by Pertamina. 
Hi 


Frequency lours Keeps Watch 
(kHz) (G.M.T.) (kHz) 
452° H24 
8626 0200-0300, 0400-0500 8356-8374 
0700-0800, 1030-1200 
1400-1500, 1800-2000 
2200-2300 
12980 0000-0200, 0300-0400 12534-12651 
0500-0700, 0800-1030 
1200-1400, 1500-1800 
2000-2200, 2300-2400 
VHF Channel 
9/16/19 0000-1500 Channel 16 
* Call/Reply 


Initial Communications: \t is most important that ships establish 
communications with Widuri Terminal (P3YS3) not less than 72 hours 
prior to arrival at the Terminal, giving estimated time of arrival. Further 
ETA information should be sent when the vessel is 48 hours, 24 hours, 
12 hours and 4 hours distance or any time a change of one hour in 
original ETA occurs. These Heer, rm should specifically state whether 
ETA is given in GMT (Z) or Local Time (kK). 

Widuri Terminal time is GMT plus 7 hours throughout the year. 
The 72 hour message should include the following: 

1. Name of vessel and radio call sign. 

2. ETA and date. 
Cargo requirements. 
. Deballast time. 
Maximum loading rate. 
Vessel's draft on arrival. 
. If there is any sickness on board or clean Bill of Health. 
Last port of call. 
. Any hull, bulkhead, valve or pipeline leaks on vessel which could 

affect loading or cause pollution. 
10. Distance in feet from bow to vessel's loading manifold. 

On receipt of the first message from a vessel, Widuri Terminal will 
transmit a message to the vessel, giving preliminary requirements and 
details of terminal. Masters are urged to comply with this in all details 
in order to facilitate vessel turn-around and government formalities. 


Communications Within 4 Hours of Terminal: Once ships are within the 
4 hours distance of Widuri Terminal communication, valid Radio- 
telephone communication on International Marine VHF may be 
established on Channel 16 (156.8 MHz). This channel is monitored 
continuously. 

Once contact has been made on Channel 16 further conversations 
will be conducted on a mutually compatible channel. 

Precise time of arrival should be given when the ship is 4 hours 
distance from the Terminal. 


Communications after Mooring Master has Boarded Vessel: The Widuri 
Terminal Mooring Master will board incoming tankers in the anchorage 
area and will bring with him a portable VHF/FM radio telephone unit. 
From that time onward all communications between the tanker and 
Widuri Terminal will be conducted by the Mooring Master via the portable 
VHF/FM unit on frequencies of 156.3 MHz and 156.8 MHz. Frequency 
156.3 MHz (VHF Channel 6) is reserved for communications between 
ships in mooring and the Terminal Oil Movement Control Centre and 
should only be used for general purposes after obtaining clearance from 
- Movement Centre frequencies (F1) 152.8 MHz and (F2) 152.125 
Hz. 


ODNAMAW 


Safety Channel: Channel 2182 kHz is for calling and safety use only. 
After initial contact on 2182 kHz, a mutually acceptable frequency can 
then be established when it is necessary to make radio telephone 
contact in the 2 MHz band. 

In an emergency, due to failure of radio telephone communication, 
daylight lamp signalling may be used with the Control Centre of the 
Terminal. 


Communication in Terminal: The Mooring Master will be in direct control 
of all ship communications while in the Terminal area. Any unauthorised 
communications will be cause for cessation of all operations except 
clearing the berth, and the vessel's Notice of Readiness will be nullified 
immediately. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng, 


TUGS: Tugs, Launches, Mooring and Hose Equipment: Tugs and/or 
launches may assist in berthing vessels. These are under the direct 
supervision and control of the Mooring Master. Any service or facility 
provided by Widuri Terminal, including but not limited to, the services 
of the Mooring Master, tugs and/or launches and their crew, or berthing 
and hose equipment, is at the vessel's risk. 

Hawser Requirement: Besides “Fire Towing Wire”, while in the berth, 
vessels are also requested to have a hawser of 8 in. minimum 
circumference and long enough to be used by a tug boat for pulling the 
vessel in case it moves very close to the SPM. This hawser should be 
laid on the poop deck and be ready for immediate use. 

BERTHING: 

Facilities: The Terminal and Production Administration Offices are 
located on board the 320,000 d.w.t. crude storage tanker “Maxus Widuri” 
permanently moored approximately 5,690 ft. on a line bearing 226° SSW 
from the 1st export SPM and approximately 5,047 ft. on line bearing 
024° from the 2nd export SPM. 

The 1st Single Point Mooring buoy berth (SPM), No. 1146, is 13.5 m. 
in diameter and designed to handle tankers in the 175,000 d.w.t. class, 
or larger, during reasonable weather. The buoy is equipped with dual 
12 in. floating hoses with 150 ASA flanged connections. Both strings 
must be taken aboard. Tail end hoses are 12 in. diameter with 150 ASA 
flanged connections. 

The 2nd SPM, No. 1134, is 13 m. in diameter and designed to handle 
tankers in the 175,000 d.w.t. class, or larger, during reasonable weather. 
The buoy is equipped with dual 16 in. floating hoses with 150 ASA 
flanged connections. Both pgs must be taken aboard. Tail end hoses 
are 12 in. diameter with 150 ASA flanged connections. 

Loading rates for each buoy will be in the 11,000-44,000 bbis/hr. 

range. Each SPM is also provided with 2 permanently attached 15 in. 
circumferential synthetic fibre floating mooring lines. These lines should 
be held under tension by the vessel at all times. 
Leaving Berth in an Emergency: Vessels required to leave terminal area 
on account of bad weather should keep in contact with the terminal via 
Widuri Terminal radio station, in order that they may be available when 
the weather is fit to resume Terminal operations. (See “Radio/VHF”). 

Maxus reserves the right to load vessels out of turn following the return 
of good weather, to the extent that such loading ‘out of turn’ does not 
materially delay the loading of other vessels in line. 

Further, Maxus reserves the right to decline to moor a specified vessel 
if its condition is unsafe for mooring or loading even though the Terminal 
may be open to other vessels. 

The Widuri Terminal Mooring Master's decision on this is final. 
Rejection of Vessel: The Mooring Master may reject a vessel if it is not, 
upon inspection, properly equipped or if it is not suitably manned or if 
he deems it to have dirty ballast or tanks unsuitable for the cargo. 
Crew: A vessel is suitably manned if it has a full complement of officers 
and crew in a sober condition, competent and willing to carry out their 
duties and orders and provided sufficient English is spoken that the 
Mooring Master can understand and be understood. 

Vessel's Propulsion Units: A vessel must be equipped with good working 
propulsion units as passed by the appropriate survey society. 

Inoperative or partially inoperative vessels will be rejected. Should 

they become inoperative while in berth, they will be removed at the 
vessel's expense. No repairs are to be made while berthing or 
unberthing, or in the berth. All engines shall be on 30 minutes standby 
and steam must be available on deck at all times. Sometimes it will be 
necessary to keep engines in reverse while in berth. 
Deck Gear: A vessel must have both bower anchors and ground tackle 
in good working condition and in such sizes and amounts as to meet 
either “Lloyds” or “A.B.S.” standards, although they may be classified 
by other societies of an equal standard. It is strongly recommended that 
anchors have proper anchor buoys attached to each anchor. 

All vessels must carry suitable stoppers for all manila or synthetic 
lines for mooring use. 

Vessels are to have suitable winches or capstans in good operating 
condition on the forecastle deck. Constant tension type winches may 
not be used except when they can be solidly locked and the constant 
tension feature not used. 

Vessels must be adequately equipped with boom, blocks, tackle, wire 
runners and sundry equipment on the port side to efficiently hoist the 
floating hoses (approximately up to 5 long tons each string) from the 
sea to the loading position. Sundry equipment should include wrenches, 
drift pins, nuts and bolts, wire and fibre straps, drip pans, gaskets, chain 
block and brass hammer. (5 tons minimum hoist size required). 
Before Arriving at Terminal: Vessel's loading manifold's should be 
prepared for 2 12 in. 150 ASA flange hose connections prior to vessel's 
arrival at Terminal. Where no crossover valves exist on loading 
manifolds it is recommended that loops between loading lines, on the 
starboard side of these manifolds be fitted. Vessels equipped with 8 in. 
hose connections should have these removed; also if necessary, ‘Y’ 
pieces should be removed so that maximum flow through the 16 in. 
cargo hoses will not be reduced. 

To assist in vessel's turnaround, tankers should have all necessary 
boom and cargo gear rigged and ready before ship is boarded by 
Mooring Master. 

Vessels which may consider the lifting capacity of their gear to be 

marginal should strengthen their gear accordingly. A common way to 
do so is to rig a second topping lift on the boom, doubling up gear. 
MOORING: 
Preparation for Mooring: Vessels are requested to have a pilot ladder, 
gangway or mechanical pilot hoist, safely and securely rigged, ready for 
immediate use and long enough to meet the Mooring Master's launch, 
both when boarding and leaving. 

If the freeboard of the arriving tanker is more than 9.0 m., access from 
the pilot ladder to the ship shall be by means of a gangway or other 
equally safe and convenient means. The pilot ladder or gangway shall 
be adequately illuminated during hours of darkness. 

A light line should also be ready to take aboard the Mooring Master's 
portable radio. 
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Tankers are requested to have ready on the forecastig hex 
following: : 
1. Messenger lines for bringing 2 mooring lines aboard from the 

(minimum 6 in. circumference). ' 
2. Mooring winches for handling 2 15 in. circumference synthe, 

floating messenger lines from the SPM. : 
3. Adequate chafing gear to prevent damage to mooring lings 
4. Derrick rigged and ready to pick up from launch, moori Shay 

nylon straps and hose connection gear on the portside amide 
Securing of the Terminal’s Mooring Lines: On the near APProach», 
buoy, a launch/working boat will attach a ship's line to one Of the & vl 
floating mooring lines. This will be hove aboard and securedtothe,, 
brackets, if the ship is so fitted, or otherwise secured by a Ship's map 3 
wire and nylon strap previously passed aboard. The same Operate, G 
be repeated to secure the second line. 0 
Emergency Unmooring: The Mooring Master may require the Vey ¥ 
unmoor at any time he deems it necessary for the safety of thee 
or mooring buoy or both. He may also require the vessel to a 
he deems the vessel to have infringed upon Terminal regulation. F 
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BALLAST: 
Precautions Regarding Pollution: It is the responsibility of the g © 
Master to see that no oil (crude, bunkers, diesel or bilge) or dirty bg 
is pumped or spilled overboard from his ship while in the area 

Drip pans should be used, especially when disconnecting hom © 
order to prevent spillage overboard. uv 

Owners and Masters are requested to examine all Intemep G 
Convention Laws concerning pollution at sea, having Particular re a 
for this area of the Java Sea. 2 

Any fines levied by the Indonesian Government will be to thes 
account. Ww 
Scuppers: Before loading commences all overside scuppers sw © 
made oil tight. 

Dirty Ballast: At Widuri Terminal there are no slop tanks or facilte © 
receiving dirty ballast. Tankers must arrive with clean ballast. Inthe © 
a tanker does have dirty ballast it will not be allowed to pump ta 

overboard. The Mooring Master has the final decision « ® 
determination of dirty ballast. a 

As soon as practical after arrival, all of the vessel's tanks w o 
inspected for oil or other contaminates in the ballast and m& 
cacnerae of ballast similar inspection will be continued by the Mr 

aster. 

If evidence of oil appears at any of these inspections, the ship# 
rejected forthwith and will not be accepted until satisfactory evidew 
provided that such ballast was disposed of in a proper manner. 

If during inspection or eh the progress of loading, it is reve 
that the ship's tanks are noi tight or that oil is leaking from the she 
ship may be rejected or refused for further loading. Ship will not bet 
accepted for loading unless satisfactory evidence duly certife by 
“Lloyds” or “A.B.S.” surveyors, or other recognised surveyors d 
repair is submitted. ft 

Rejection of any vessel because of dirty ballast or sea pollute! p 
automatically nullify his Notice of Readiness and any priority poste y 
loading will be lost. M 
Discharging Ballast at Night: When any vessel is discharging bal y 
darkness, the sea around the area of discharge will be adeq# 7, 
lighted, so that any pollution will be readily noticeable. ‘ 
Ballast for Safe Handling of Ship: A vessel must have sufficientt# , 
for safe handling, having due regard to existing weather ami g 
conditions. 1. 

Through careful watch of the weather and sea conditions, few 2 
exchange of information between ship and Terminal and by a know 4 
of the behaviour of his own vessel, the ship’s Master may come®’ 4 
Terminal with a minimum of ballast and thus lessen any possb® 5 
infringement of sea pollution regulations. 6 
Separate System of Ballast Tanks: Vessels equipped with a s@® 7 
system of ballast tanks will be allowed to discharge ballast andb® 4 
simultaneously, provided approval is first obtained from the Te 5 
Mooring Master and provided the Government Petroleum ins® 4 
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agrees to do so. 


HOSES: Hose Lifting Derrick Capacity: Tankers must be equip! 
a hose lifting derrick in conformance with the table shown on re 
Appendix XI to the International Oil Tanker and Terminal Safety 
The hoses at the Terminal are 16 in. diameter with 12 in. diame’ 
hoses. 
Manifold Connection Sizes: The size of the manifold connection® 
12 in. Tanker’s manifold should terminate in 150 ASA flat faced? 
Unless the Terminal is given adequate notice, tankers to 
manifold flanges of other sizes or rating will be rejected. ,8 
Hose Connections: The Mooring Master along with a ship's ote D 
direct the crew in raising, lowering, connecting and di a 
oil loading hoses as well as other operations pertaining to the be Q 
of crude. The Widuri Terminal will not provide any labour for wot® 4 
around the vessel. 
Hoisting Loading Hoses Aboard Tanker: 2x16 in. diamete oe q 
hoses with 12 in. tail hoses with 150 ASA flanges willl be lifted o 
with vessel's gear on port side. Each lift is 5 long tons. sk 
The hoses shall be hoisted and connected by the vessel's 0 ;2 
Mooring Master will advise the ship's personnel in hose I! 
connecting procedure, however a ship's deck officer must be 4 
and must direct the ship's crew in all handling. 7. 
Sundry Hose Connecting Equipment: Tankers shall be equi q 
the necessary lifting derrick, blocks, tackle, wrenches, , 
bolts, chain block, brass hammer, etc., to efficiently effect" 
connection. gf * 
Flange Sizes: Terminal loading hoses are fitted with 2x 12 in.' 
flat face flanges. Vessels should have adapters available if the™ 
do not correspond to the loading hose flanges. 
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oon Loading: Tenders by vessels to load crude oil cargo will 
Nd pe accepted and berths assigned to vessels in chronological 
ora amival, provided such vessels have current nominations for 
ll also they must be in all respects properly equipped and ready 
* Should berthing be delayed on account of bad weather, vessels 
‘ goo their position in line. 
é ing: Before loading begins, the Master will ensure that all 
ny p Loe Port Regulations pertaining to the READINESS OF THE 
esse have been complied with; that the vessel is manned and in all 
ye to receive crude and that all precautions required by the 
ons have been taken. 
: ation During Loading: All the communications relative to the 
of the vessel shall be routed through the Mooring Master who 
‘main in contact with the “Maxus Widuri” constantly via portable 
nits. In case of temporary breakdown of the portable VHF circuit, 
ack may be continued on International Marine Channels if the vessel 


up tor Communication: Should communication with the “Maxus 
san’ fail, loading will cease. 

eency Shut-down Signal: An emergency cessation of loading may 
sfected by a continuous sounding of the ship's whistle. 

n vung Rate: The maximum loading rate will be 28,000 bbis/hr. 

gading will commence with one pump, when the vessel advises that 
» argo is flowing into the tanks, the loading rate will be increased 


| aie desired rate has been reached. 


yong Valves Against Flow: Vessel's shall not close valves against 
1g oil flow. Vessels will be held liable for damages resulting from 

we to observe this precaution. ; : 

‘gong-Off: The vessel must give 30 minutes notice to the “Maxus 

san’ before starting to ‘top-off’ and shall advise if a decrease in 

rate is desired. 

te vessel must give 15 minutes notice to the “Maxus Widuri” prior 

she completion of loading, at which time the “Maxus Widuri” may 

sce to one pump. 


| ympletion of Loading: On completion of loading, all pumps will be 
| oped, loading hoses disconnected and blind flanges with gaskets 


ssaled on the loading hose before lowering over the side. There should 
0 leakage. 

Al cargo Sak openings and pressure vacuum relief valves must be 
asad immediately after ullages and samples have been taken. 
‘numentation: All documentation will be completed as soon as possible 
tx bading is completed. 
xting Oil Tankers: \f during loading it is revealed that oil is leaking 
onthe tanker, so as to constitute a safety or pollution hazard, loading 
palcease and the tanker may have to leave the terminal limits at the 
we discretion of the Mooring Master. Completion of loading will only 
sundertaken if repairs have been carried out to the tanker to the 
wslaction of the Mooring Master. A tanker so rejected shall not later 
wacepted on a subsequent visit for loading until satisfactory evidence 
trepair is submitted duly certified by “Lloyds” , “A.B.S.” or other 
wognised surveyors. 

*soading Notification: Notice must be given by the vessel to the 
itoing Master 30 minutes before vessel completes deballasting. The 
cong Master will advise Widuri Terminal. 

KDICAL: Only emergency medical services are available at Widuri 

‘minal. In emergencies requiring hospitalisation, the patient will have 
‘% tansported to Jakarta. All expenses will be charged to the ship's 


wer. 
— The following services are NOT available at Widuri. 
nkers. 
‘Fresh Water. 
! Sores. 
‘ Boats for hire. 
* Repair facilities. 
‘fallties for changing ship's crew. 
’ Sore leave. 
‘Vail service. 
"PAIRS: Positively no repairs of any sort will be permitted while vessel 
“sored to the SPM. 
'SOMS: Indonesian Customs and Immigration officials will board the 
®l as soon as possible after arrival to give Inward Clearance and 
an service. Indonesian Goverment regulations are strictly 


Ys Stores: Cigarettes, cigars, tobacco, matches, spirits, wines, beer, 

"ne, arms, ammunition and possibly other items will be locked up 

“Customs seal from the time of arrival of ship at the Terminal until 

‘me of leaving territorial waters. 

P Person is allowed 20 cigarettes per day of stay or 3 grammes 

‘bacco or cigars in lieu thereof. 

thie d: The attention of the Master is called to the strict 
ment of Indonesian Regulations against smuggling. Illegal 

or landing of such items as narcotics, liquor, cigarettes, 

_Sheath knives and similar weapons or other articles of 

ay 'S subject to severe penalty and may result in prolonged 
ot the vessel concerned. 

che tons must be taken to prevent the violation of the 

ws. 

| Nesters are requested to inform the ship's officers and crew of the 

nent 8gulations pertaining to contraband, shore liberty, etc. and to 

| tamieg all personnel completely understand. 


nition, 


was, Waves, Tides and Currents: The navigator is referred to 
Sailing instructions for this area for information on tides, 
Uieg se and weather, vis: 

%.", States Hydrographic Office publication No. 126 named: 


“i 


iections for Sunda Strait and the Western Coast of Borneo 
Siar 


ng Islands”. 
hey tour puments have been published by the British Admiralty and 


agencies. 
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INDONESIA 


The tidal values for the Widuri Terminal area are described briefly as 
follows: 


Highest Astronomical Tide (HAT) 5.9 ft. (1.81 m.) 
Mean High Water (MHHW) 4.6 ft. (1.40 m.) 
Mean Sea Level (MSL) 3.2 ft. (0.97 m.) 
Mean Low Water (MLLW) 1.5 ft. (0.47 m.) 
Lowest Astronomical Tide (LAT) 0.0 ft. (0. 


00 m.) 

Tidal information may be obtained from the Widuri Terminal Control 
Centre on VHF Channel 16. A permanent tide gauge is installed on 
Widuri process platform. 

Caution: Tidal gauge display is referenced to LAT. 

The tide at Widuri Terminal area is almost entirely diurnal. The tides 
are relatively small, having a mean range of 0.93 m. (3.1 ft.). 

CHART: The largest scale chart known for the area is entitled “Selat 

Bangka and Selat Gelasa”’. 

AGENCY: 

General Agent: Pertamina Tanker Agency Department, Pertamina 

Building, 6th floor, JI. Medan Merdeka Timur 1-A, Jakarta, Indonesia. 

Cable Address: Pertaminaship Jakarta. 

Telex: Perta Jkt 44450, 45348. 

Telephone: 343806 (direct), 303-3356, 3307, 3305, 3335, 3345. 

Procedure for Appointing an Agent: The vessel owner should telex or 

cable Pertamina Tanker Agency Department appointing Pertamina as 

Agent to attend the vessel at Widuri Terminal. This appointment should 

be sent one week prior to vessel's arrival. 

The above procedure is applicable to vessels whose operators do not 
have a long term agreement with Pertamina. 

Flag Dispensation/Agency Permit: Each tanker entering the Widuri 

Terminal must have been granted Flag Dispensation prior to its arrival. 

At the same time, application should be made upon arrival. At the same 

time, application should be made for Provisional Pratique through the 

Directorate of Quarantine and, if granted, a cable advising such should 

be sent to the harbour authorities. 

Port Health Clearance should be issued prior to the tanker's arrival 
and should also be valid for Departure Clearance. If Provisional Pratique 
is not granted, a Port Health Officer will be provided. All of the foregoing 
is arranged through and by the General Agent. 

It is vital that the General Agent receives the enipai ay information one 
week before vessel's arrival, to obtain agency permit of flag dispensation 
from the Directorate of Sea Communications. 

1. Name of Owners. 

2. Name of vessel and radio call sign. 

Flag. 

D.W.T. of vessel. 

G.R.T. of vessel. 

Name of Master. 

Number of crew. 

Last port of call. 

. Consignee. 

10. Destination after raps 

Ships entering the Widuri Terminal must possess “The International 

Convention for Prevention of Pollution from Ships 1973” and “The 

Protocol of 1978” relating thereto. Ships not possessing above 

mentioned MARPOL 1973 and Protocol 1978, will not be allowed 

berthing and loading nor will they be accommodated at the Widuri 

Terminal. 

Advance Payment: The General Agent will acknowledge receipt of cable 

appointment and will request an advance deposit, depending on the size 

of vessel, to cover the Port Charges. In addition a sum of approximately 

U.S.$10,000 is to be paid as advance payment for freight tax. 

Advance payment should be made payable to: 

“Pertamina Agency” 

Account No. 11.51006.000.0005. 

Bank Negara Indonesia 1946, Cabang Gambir, 

77A Jalan Kebon Sirih, 

Jakarta, Indonesia. 

To facilitate handling preparation, Owners/Charterers are required to 
telex “Pertamina Directorat Perkapalan & Telekomunikasi” (Pertamina 
Directorates for Shipping & Communications) advising Telegram 
Transfer (T.T.) Number ______ the name of vessel and port(s) of call. 

In those instances where payment exceeds the actual port charges 
the balance will be credited to the Owners/Charterers account or 
remitted by the Agent. 

AUTHORITY: 

All harbours in Indonesia are under supervision and responsibility of the 

Government, i.e. Directorate General of Sea Communications. 

Pertamina operates dedicated oil and gas harbours/terminals on 
behalf of the Directorate General of Sea Communications. 

Operator: Operating under agreement with the Government of 

Indonesia, to produce and export crude oil, Maxus Inc. maintains offices 

at the following address: 

(a) Maxus Southeast Sumatra, Inc., P.O.Box 2759, Jakarta, Indonesia. 
Telex: 47121, 47473, 47176 IA. Cables: Maxus Jakarta. Telephone: 
799-1608. Fax: 799-4243. 

(b) Maxus Energy Corporation, 717 North Harwood Street, Dallas, 
Texas 75201, U.S.A. Telex: 730337. Fax: (214) 953-2906. 


OONDMAW 
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Iran 
GENERAL 


NOTE: Movements of all types of general cargo, bulk cargo, refrigerated 
cargo, containers, steel products, machinery, cars, etc., are expected 
to increase considerably. 

Dry cargo ports which are operational are Bandar Abbas, Bushire, 
Bandar Imam Khomeini and Chah Bahar. 

The ports of Abadan and Khorramshahr are not expected to be 
operational for some time. 

There is a “Note” at the beginning of each port stating the latest 
position. 
Money/Liquor: Ship's personnel travelling to and’ from Iran should be 
warned of the inadvisability of carrying liquor and/or large sums of 
money, both of which are liable to be confiscated. 
Flag: Vessels to fly the flag of the Islamic Republic of Iran (flag is green, 
white and red with a red emblem in the centre). 
Photography/Dress/Alcohol: |n \ranian ports, photography and drinking 
of alcoholic drinks are prohibited. All crew, whether men or women, 
should strictly observe the Islamic way of dressing (Hejab). 


TIME: GMT plus 3.5 hours. GMT plus 4.5 hours from 21st March till 
22nd September. 

NOTICES: 

Procedures for vessels approaching Iranian Ports: The following 
information on procedures are necessary. 

Masters should: 

Contact Bandar Abbas Port Radio on the following frequencies: 

HF 8469 kHz 

MF 500 kHz 

MF 464 kHz 
and state: 

. Ship's name. 
Flag. 
. Kind of vessel. 
. Loading or discharging port(s). 
ETA Sirri Island (for tankers). 
. Expected time and date of passing Hormuz. 
. Ship's speed. 
. Reason for call/cargo for discharge or to load prior to arrival, and 
take instructions. 

As per instructions issued by Iranian Port Authorities, the words 
“Persian Gulf” should follow the name of Iranian ports in the Persian 
Gulf in all messages, example: “Kharg Island Persian Gulf’. 

Tankers should anchor at Sirri Island after passing Bandar Abbas for 
proper turn when loading at Kharg Island, unless instructed to proceed 
towards Kharg Island directly. 

Upon anchoring Sirri Island vessels should communicate with Sirri 
Marine on VHF for further instructions. 

Masters should send all messages and ETA notices for NIOC Kharg 
Island, Lavan Island, Sirri Island and other oil loading ports, also for 
NIOC head office at Tehran, should be sent via Bandar Abbas Port 
Radio, with copy to Agents. 

Arrival Notice — Tankers: 

Please instruct all tankers to advise NIOC 72 hours prior to arrival to 
Kharg Island (P.G.) otherwise Marketing and Export Operation 
Department has no responsibility, so kindly advise urgently the following 
information: 

. Ship's deadweight. 

. Arrival loaded displacement. 

. Cargo bunker requirement. 

. Deballasting time. 

. Height of manifold when vessel ready to load. 

. Maximum arrival and sailing draft. 

. Vessel's dimensions. 

Please furnish the Harbour Master at Kharg Terminal with above 
information from now on. Meanwhile it would be much appreciated if 
you follow the same procedure for other terminals (i.e. Sirri and Lavan) 
if the vessels are intended to load there. 


PNOOSWN= 


NOoOhWNM— 


AUTHORITY: Ports and Shipping Organisation, 751 Enghelab Avenue, 
Tehran 15994, Iran. Tel: 8809280-9. Telex: 212271 and 214260 Bndr Ir. 
FAX: 8809324, 8804100. 


ABADAN: 30.20 N. 48.16 E. 


Note: The port was extensively damaged during the conflict and is not 
expected to be operational in the near future. 

LOCATION: The Port of Abadan situated on right bank of the Shatt-al- 
Arab, about 47 miles up river from Rooka Buoy. 

DOCUMENTS: See “Khorramshahr’”. 

PILOTAGE: Compulsory. Pilot available 24 hours. 

ANCHORAGES: On arrival of pilot boat vessel can anchor with no depth 
restriction. On entering the Shatt-al-Arab the following are the 
recognised anchorages: Kasba Anchorage position about 2 miles above 
Fao with a max. depth of 35 ft. in fresh water. Bawarda Anchorage 
position about 2 miles above Abadan with a max. depth of 31 ft. in fresh 
water. Vessels which are too deep to pass out of the river on one tide 
will be required to anchor at Kasba. 
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RESTRICTIONS: The Port is opén for day and night nayj 
arrival and sailing being controlled by the tide. Vessels normaly, 
the Bar at 4 hours before high water at the Bar or at 2 hours ate: Y 
water at the Bar. Those entering 4 hours before, arrive at Bay L 
anchorage generally during flood tide, so must anchor for § 
awaiting ebb. Those entering 2 hours after high water, ArTiVe Bay 
during ebb tide and berth on arrival, providing berth available 
conditions permit and outward movements do not delay. Vesseet 
berth starboard side to stem the ebb tide and without Using tuy 
leaving Abadan 4 to 6 hours before high water at Bar. : 
MAX. SIZE: Max. length 600 ft. Max. draft in the Shatt-al-Arab hy 
and other river ports is 28 ft. 06 in. \ 
HEALTH: Inward clearance is affected on board after Feceiving: 
Pratique. Also see “Khorramshahr’ — “Documents”. 
RADIO: The National Iranian Oil Company Coastal Radio State, 
sign EQZ. The station listens for various calls on the normal Intemas . 
Marine Calling frequencies. When close to may be contacted on sp, ¢ 
transferring to 428 kHz for exchange of traffic. Traffic fg | 
at 5 minutes past odd hours. 
VHF: Abadan Port Radio on Channels 16, 13, 18 and 35 thag * 
24 hours. : 
TUGS: Not available. 6 
BERTHING: The number of jetties on the Abadan riverside haves y 
reduced to eight. Nos. 3, 4, 7, 9, 11, 16, 22 and 26 have been maintg 
and are used for bunkering purposes and dry cargo operations 
Ships pass day and night so it is necessary that mooring lines be, 
taut at all times to prevent surging on the jetties thereby breaking) 


and causing damage to Company property. \ 
Bunkering jetties for those vessels coming only for purpose of r 
bunkers are: i 
Jetty No. 3 Draft alongside 31 ft. 3 
Jetty No. 9 Z “4 28 ft. . 
Jetty No. 22 zy , 25 ft. o 
Jetty No. 16 " s 28 ft. 
Bunkering jetties for those vessels bringing Oil Company's cargos 
Jetty No. 7A w 
Jetty No. 7B | Draft alongside between 0 
Jetty No. 7C | 28 ft. — 31 ft. e 
Jetty No. 7D 


MEDICAL: Emergency cases: An ambulance will be dispatce 
demand by calling telephone number 5555. gl 
In ordinary cases of sickness or dental treatment: Agents will ay 
transportation of patients, and advise Masters regarding nes « 
medical attention forms. If patient does not speak English he shot ¥ 
accompanied by an interpreter. Only in exceptional cases will ame 9 
officer visit a patient on board. 0 
TANKERS: Deliveries of the refined oil products of Abadan Refine: 

effected to ocean-going tankers at Bandar Mahshahr sine 
inauguration of the products terminal of the National Iranian OilCom a 
at that port, therefore such shipments are not taking place from Aw 
any more. 

DENSITY: Fresh water. 

FRESH WATER: Available at all jetties and at the anchorage by '" 
FUEL: Ships’ bunkers are available; however not all types are avai 
at all jetties, therefore, ship's Master should advise by radio thes 5 
quantity and kind of bunkers required. Bunkers are delivered cont 
with loading unless otherwise requested by Master. Due to® 
bunkering commitments it is mandatory that vessels take their ba 
when convenient for the terminal, any delay incurred by a vessel# 
bunkers after loading is the responsibility of the Master. 
AUTHORITY: National Iranian Oil Co. Abadan Refinery. 


AGENT: See “Bandar Abbas/Kharg Island”. 


BAHREGAN (Norwuz Loading Terminal): 
29.43 N. 50.10 E. (See? 


PORT LIMITS: Port area limits which are under the control a! ° 
extend between the following points: F 
Lat. 29° 43' N., Long. 50° 00’ E. q 
Lat. 29° 43’ N., Long. 50° 12’ E. { 
Lat. 29° 40' N., Long. 50° 10’ E. 
Lat. 29° 40’ N., Long. 50° 24’ E. ‘ 
Vessels must not enter this area without permission from™ , 
control. Anchoring in this area is prohibited. ‘ 
DOCUMENTS: n 
5 Crew and Passenger Lists. 
4 Stores Lists. F 
4 Bonded Stores List. : 
Clear Bill of Health from last port. 
4 Bills of Lading. r 
6 Manifests. we 
PILOTAGE: Vessels must not enter the Port Limits without@™ + 
Master on board. Vessels should wait for the Mooring T 
approximately 2 miles off the SBM. yp 9 
Prior Arrival: Vessels should have the following equipment rea 
upon their arrival at the port: : i 
(a) Accommodation ladder lowered together with the pilot lat 4 
VLCC, otherwise a pilot hoist or pilot ladder. _ 
NOTE: Berthing Masters will not board any vessel which @ 
present a clean safe means of access. e? 
(b) Ballast tank lids opened to allow the Berthing Master®™ 5 


ballast water. 


ait room available and ready for the Berthing Master and also 
spe accommodation, should they decide to stay on board throughout 


Tra normal conditions vessels will be moored using 6 ship's 
. in rough weather the number of mooring lines will be increased. 
ns each ship to be moored at Bahregan SBM Terminal must be 
1 th at least ten good quality mooring lines, each 120 fathoms 
ore in length with eyes and tail ropes spliced into each end. Two 
y nese mooring lines should be laid out free for running adjacent to 
, snd warping winches. Warping winches must be adequate to handle 
s ines under heavy strain, and efficient stoppers must be readily 
ygiabie 10 “hang off” mooring lines and transfer same from winch to 
loss of tension. 
must also have at least one good messenger line ready for 
edate use; anchors, chains and anchor windlass must be in good 
Soon. Vessels must be equipped to fit flanges of floating hoses, 
. jen are of ASA standards. 
. must be adequately equipped with blocks, tackles and booms 
wat the floating hose, a 5.5 ton lift from the sea to the ship's rail, in 
se efficient and expeditious manner. If, in the opinion of the Mooring 
ode, the vessel is not equipped with adequate mooring facilities, lines 
x geat, he will so inform the vessel's Master and in such event the 
shall not be brought into the mooring until facilities, lines, or gear 
sg eemed satisfactory. In this connection, lines cannot be provided 
fhe company. 
vey pobre a Ship is moored at MBM Terminal, she must be equipped 
atleast 9 good quality mooring lines, each 120 fathoms or more in 
with eyes and tail ropes spliced into each end. Mooring lines 
sud be laid out free for running adjacent to bitts and warping winches. 
eng winches must be adequate to handle mooring lines under heavy 
en, and efficient stoppers must be readily available to “hang off” 
soning lines and transfer same from winch to bitts without loss of 


7s. 

Sips must have both bower anchors ready for immediate use, each 

saminimum of 120 fathoms of chain. Anchors, chains and anchor 

edass must be in good condition and capable of letting one chain go 
von the run while heaving in on the other chain. Vessels must be 

«upped to fit flanges on submarine hoses, which are of ASA standards. 

Sips must be adequately equipped with blocks, tackle and booms to 
- os the submarine hoses, a 5 ton lift from the floor of the sea to the 

eosrail, in a safe, efficient and expeditious manner. 

.| Lin the opinion of the Mooring Master, the vessel is not equipped 
| adequate mooring facilities, lines or gear, he will so inform vessel's 
; ler, and in such event the vessel shall not be brought into the 
| soning until facilities, lines or gear are deemed satisfactory. 

»Anval: Immediately upon boarding the vessel, the Berthing Master 
| sipresent the following documentation to the Master for his signature: 
‘| a) Acopy of the Port Rules and Regulations Book receipt and 
| geement form. 

‘| 0} |OOC “Notice of Readiness” form. 

‘| Combined Tug, Pilot, Berthing/Unberthing Charge form. 

() Fire and Safety Regulations and No Smoking Notices for posting 
|| "approved spaces. 
bey above documents must be processed prior to the vessel being 


| Pe vicinity. However, anchorage is prohibited in the following areas: 
4) Immediate vicinity of the SBM and MBM — within a 1-5 miles 
radius of the SBM and MBM. 
») One mile on either side of 36 in. submarine pipeline from SBM 
_ to Bahregan Oil Centre. 
sgested anchorage area is 2 miles S.W. of the SBM. 


WIGATIONAL AIDS/PROHIBITED AREAS: 
flares are located at: 
2. 29° 50' N., Long. 50° 15.8’ E. 
‘owrouz Production Facility (Offshore) located in: 
2 29° 29' 55” N., Long. 49° 24’ 10” E. 
above platform complex, approximately 50 nautical miles South 
‘Sof Bahregan, is situated in the centre of the Nowrouz Oil Field. 
“Sarea, and 3 miles around it, is prohibited to navigation. 
*vegansar Production Facility (Offshore) located in: 
4. 29° 56 23” N., Long. 49° 50’ 58” E. 
_| above platform complex, approximately 30 nautical miles West 
| regan. This area, and 3 miles around it, is prohibited to navigation. 


SIRICTIONS: The Bahregan SBM Terminal operates 24 hours per 
the days a week. However, mooring or unmooring is only carried out 
* or moderate weather conditions are prevailing. 

he event that berthing is delayed on account of weather, vessels 
Pag their position in line. Vessels required to leave the terminal 
_. © account of weather (terminal closed) should keep in contact 


Lod . 4 * , 1 
lagen via radio in order to be available when weather 


' NHORAGE: The SBM is in the open sea with no surface obstructions 
| 


. . 
it vessels are required to fly the Iranian flag on the foremast 
1 aylight hours. Iranian territorial waters extend 12 miles seaward 
mainland and adjacent islands. 


at OF ARRIVAL: It is important that ships establish radio contact 
en -0.C. Bahregan Marine when 3 days distant from Bahregan 
‘emia and maintain this contact until just previous to arrival at the 
| Hing Ships should send a 72 hour ETA message to 1.0.0.C. 
S st estimate of ship's arrival time at the Terminal. 
| 8% ed ETA messages should be sent to 1.0.0.C. when the vessel 
me ay 12 hours distant from Bahregan Terminal and at any other 
Neg, appreciable change occurs in the original ETA or those 
Renent thereto. The 12 hour ETA should include a positive 
| thoy 'egarding “ship's readiness to load” on arrival and the number 
ed in t will be required to discharge clean ballast after ship is 
Mooring, as well as details of the flange size of the manifold. 


a 
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MAX. SIZE: Water depths at the Terminals at LW are: 
SBM 79 ft. (24.0 m.) 
MBM 582 ft. (15.5 m.) 
Keel clearance required by the Terminal is 3.3 ft. (1 m.) at all times. 
Tonnage capacity of the Terminals are: 
SBM 250,000 d.w.t. 
MBM 45,000 d.w.t. 


HEALTH: Masters should obtain Free Pratique before arrival at 
Bahregan by cabling “NIOC Kharg Port Health” via EQZ Oilco Station 
or “Porthealth NIOC” Kharg. 


RADIO: Vessels nominated to load at Bahregan should transmit arrival 
information 96 hours and confirm 48 hours prior to arrival. 

Arrival messages should be transmitted to the following address 
through either Abadan Radio (EQZ) or Bandar Abbas (EQI). 

1O0OC, Tehran. Telex: 212598 — 212346 — 212707. “Attn. Marsupt. 
Bahregan”. 

Arrival messages to be in the following format: 

Name of ship. 
BB ETA Bahregan in GMT and last port. 
CC Cargo required/cargo to discharge. 
DD  Deballast time/Ballast time. 
EE Size and number of cargo connections. 

Bahregan Radio Station, is operating on 500 kHz, call sign BOC, from 
0530 hrs. — 1330 hrs. GMT. 

Bahregan Radio maintain a listening watch on 2638 kHz. Vessel 
should commence calling “Bahregan” when passing Kharg Island. 
Free Pratique: Vessels requesting Free Pratique by radio are required 
to transmit the following message through the same Channels as their 
ETA advice. 

AA Name of vessel and ETA Bahregan (in GMT). 
BB Number of crew and state of health. 
CC Number of vaccinations required for Cholera. 
DD Number of deaths or cases of serious illness in the last 
30 days. 
EE Name all ports called at during the last 30 days. 
FF Master's Name. 


VHF: Bahregan Terminal maintains a listening watch 24 hours a day on 
VHF Channels 16 and 13. 

Vessels should commence calling “Bahregan” 4 hours prior to arrival, 
on Channel 16. When contact has been made, switch to working 
frequency Channel 13. 


NOTICE OF READINESS: The ship's officer responsible for loading or 
discharging should give |OOC's Mooring Master at least 30 minutes 
Notice of Readiness to commence loading or discharging. 

The Master's “Notice of Readiness” will be rejected if any of the ballast 
is oily, or if there is any leakage of oil from the vessel during loading, 
or any unsatisfactory condition on board ship which affects cargo 
worthiness or seaworthiness while under the jurisdiction of the Terminal. 
In all such situations of dispute, the decision of the |OOC Marine 
Superintendent will be final. 


TUGS: Available and required. Two modern tugs of sufficient horse 
power fitted with controllable pitch propellers is stationed at the Terminal 
and used for all manoeuvres. 

The IOOC tug is equipped for fire fighting, using both water and foam 
through monitors situated on a fire fighting platform. |OOC tug is on 
instant readiness throughout the entire time that a vessel is moored at 
the Terminal. The tug will answer the emergency signal or by calling on 
Channel 13 VHF. 

MBM: MBM Terminal is located 5 miles from coast at: 

Lat. 29° 47’ 00” N., Long. 50° 11’ 30” E. 

The MBM Terminal is connected by a 4.5 mile 18 in. diameter 
submarine pipeline to Bahregan Terminal. Bahregan Terminal is located 


at: 
Lat. 29° 49’ 30” N., Long. 50° 15’ 47” E. 


BERTHING: The Terminal operates a mooring launch and 3 small 
supply boats. 

SBM: The SBM is designed to provide a safe mooring for tankers in 
most states of weather or sea. When moored to the SBM, tankers can 
load their cargo while weather-vaning about the Terminal. The moored 
vessel normally remains head into the wind and sea, riding at its most 
comfortable position. The SBM consists of a strongly constructed steel 
vessel securely moored in position by 6 sets of heavy mooring chains, 
each set is attached to a 3 pile template. The SBM is equipped with a 
Rotating Mooring Bollard, to which the tanker secures, a Rotating Cargo 
Manifold which carries the crude flow system from the SBM through the 
hoses, and a Rotating Balance Arm, which maintains the SBM on an 
even keel. These 3 components all rotate as one unit as the tanker 
swings with the sea or wind. 

A submerged peripheral fender extending outward from the hull is 

provided to prevent damage to the floating hoses and SBM, should the 
tanker ride up against it. 
MBM: Permanent mooring in the berth consists of 5 steel cylindrical 
buoys each fitted with a quick release hook to which the ship’s mooring 
lines are attached by the company's mooring launches. The berth is laid 
out on a one heading basis, using both ship's bower anchors with 
9 mooring ropes (4 beam, 4 quarter, and 1 stern). 

The mooring buoys are numbered 1, 2, 3, 4 and 5 starting with No. 1 
East of the mooring and numbers running consecutively in a clockwise 
direction. 


PETROLEUM INSPECTORS: Services of the Saybolt Agency available 
subject to at least 3 days advance notice. 

Surveyors of the American Bureau of Shipping and Lloyd's are 
stationed at Bandar Abbas. 
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HOSES: The Terminal carries a full range of reducing spool pieces and 
flexible hoses for connections. 
SBM: 216 in. floating hoses. 

After the vessel is securely moored to the SBM, the service launch 
will tow the end of the floating hoses to a point on the portside of the 
tanker immediately below the tanker’s cargo manifold. The tankers 
derrick runner should be ready to lift the hoses which will be secured 
by the attached chains in such a manner as to allow the ends of the 
hoses to reach the ship's manifold. The weight of the hose to be lifted 
is approximately 5.5 tons. The hoses are fitted with 16 in. flanges, and 
the company will provide reduction pieces to 14 in. or 12 in. or other 
sizes (as well as gaskets) as required to make connections to the ship's 
manifold. The hose connection is normally performed by |OOC's loading 
crew under the supervision of the Mooring Master. However, a ship's 
deck officer must be present, and must direct the ship's crew as required. 
MBM: 2x10 in. submerged hoses. 

After the vessel is securely moored, inside the MBM, the submarine 
loading hose must be lifted to the rail amidships. The 10 in. hose lift is 
5 tons. Hoses are lifted by ship's gear on the starboard side. Ships 
should have manifold fittings aboard to allow connection of the flanges. 

Tankers are loaded or discharged at this berth. 

LOADING: Crude oil is delivered to the SBM through a 36 in. line and 
to the MBM through an 18 in. line from a 2,198,000 barrel tank farm. 

Flow rate under normal conditions is approximately: 

SBM (two hoses) 6,000 t.p.h. 
MBM (two hoses) 5,000 t.p.h. 

The minimum flow rate is 15,000 bbls./p.h. All vessels accepting 
nominations to load at Bahregan must be capable of loading crude at 
rates above this figure. 

The initial loading rate is normally about 1,500 t.p.h. while the Loading 
Master and the ship's officer satisfy themselves that all is in order with 
the Terminal and the ship's facilities. As soon as this is done, the loading 
rate is increased to maximum or other rate as requested by the ship. 

The API of Bahregan Crude oil is 26.0. 

The temperature of Bahregan Crude oil varies between 62°F and 78°F 
(Winter/Summer). 

The Terminal will accept cargo requests 10% above or below the 
official nominated quantity unless specifically requested otherwise by 
the consignor. 

A shore stop to close off the flow of crude oil to the tanker will be 
executed by the Terminal; provided the Master issues a written request 
to the Loading Master upon arrival at the loading terminal. This request 
must include the statement that IOOC will not be held responsible for 
any error in the final quantity loaded. 

Master should note that in cases of overloading, the excess cargo 
cannot be returned to the shore line. Masters should also be aware that 
they will be held responsible for any overflows and pollution caused by 
their request for a shore stop. 

An “Early Sailing System” of tanker documentation is operated by the 
Terminal as standard practice for all cargoes. 

The Terminal will accept the “Load-on-top” system of co-mingling tank 
cleaning oil residue from previous cargoes with the nominated quantity 
of Bahregan Crude oil, provided agreement has been obtained from the 
consignor. 

Slops should be segregated in a special “Slop Tank” or accumulated 
in one of the cargo tanks. A sample of the slop must be taken on arrival 
at the Terminal and kept for any future reference. Exact quantities must 
be calculated. 

Vessels which arrive in ballast to load part cargo, should endeavour 
to place the ballast in such a manner as to allow loading to commence 
upon arrival at the Terminal. The ballast may be retained for discharge 
en-route to the next port, or discharged concurrent with loading, provided 
the vessel can show adequate valve separation, this method is accepted 
by the Terminal, and will be finally confirmed by the Loading Master 
when satisfied that no pollution or contamination will occur. Vessels 
arriving in ballast to load a full cargo, who carry most of their ballast in 
“Permanent ballast” tanks, should also endeavour to arrange the 
remaining ballast in such cargo tanks as to allow loading to commence 
upon arrival at the Terminal, and discharge concurrent, using segregated 
lines and pumps. The Terminal will accept this system on the same 
basis as above paragraph. 

MEDICAL: Depending on the availability of the Company doctor, 
medical assistance can be provided, although there is no hospital 
available. In cases of extreme emergency, |OOC will arrange transport 
to nearby towns at the ship's expense and responsibility. 

CUSTOMS: A Customs Officer boards each vessel calling at the 
Terminal. 

DENSITY: Salinity is approximately 20% more than normal sea water. 
FRESH WATER: Not available. 

FUEL: Not available. 

CONSULS: There are no consulates at the Bahregan Terminal; 
however, consular or diplomatic representatives for most nations 
maintain offices in Tehran and some in Khorramshahr. 

REPAIRS: Masters of vessels loading at Bahregan Terminal are advised 
that this port is considered an “open roadstead” and under no 
circumstances may engines be shut down for repairs while their ships 
are moored. There are no facilities at Bahregan Terminal for making 
vessel repairs. 

STORES: Not available. 

TIME: Standard zone time for !ran is GMT plus 3.5 hours. 
SERVICES: No facilities for crew change, etc., or any other vessel's 
requirements, as the Terminal is situated off-shore in the Gulf and there 
are no transportation facilities other than Oil Company's flights from 
Abadan which are meant for their own personnel. 

a LEAVE: There is no shore leave permitted due to lack of 
‘acilities. 

GARBAGE DISPOSAL: No service available - No dumping. 

WASTE OIL DISPOSAL: No facilities available. 

SEAMAN’S CLUBS: None. 


950 


AUTHORITY: Iranian Offshore Oil Company, 339 Dr.Beheshy 
Tehran — Iran. Cables: Falatghareh, Tehran. Telex: 212598 ~ 219, 
212707. Tel: 624102-7. 

Mail address: P.O.Box 4546, 4547, 4548. 


AGENT: See “Bandar Abbas/Kharg Island”. 


BANDAR ABBAS: 27.08 N. 56.12 E. (Seep, 


Note: This port has been in full use during the conflict and Will con 
to be used extensively. All types of cargo can be discharged, 

Old Port of Bandar Abbas now called Bandar Shid Bahonar. Ney: 
is called Bandar Shahid Rajaie 
DOCUMENTS: See “Bandar Imam Khomeini”. 

PILOTAGE: Application for Pilot to be made well in advance of 
arrival off Bandar Abbas, through Bandar Abbas Port Radio EQ). 
may also arrange pilotage but should be advised of ETA well in 
ANCHORAGE: Approx. position Lat. 27° 04' N., Long. 56° 14'E 
36 ft. The distance from the Outer Anchorage at Buoy No. 1 to they 
entrance is about 2 miles. 

Also see “Notice”. 

RESTRICTIONS: O/d Port: Entry or departure day or night. Dep 
water alongside jetty, minimum 34 ft. and depth in channel approx» 
at LW. Height of tide at HW about 3 m. 

Width of entrance channel is about 150 m. at surface, and 10), 
seabed. 

MAX. SIZE: Old Port: Port can accommodate oil tankers up to 
length and cargo vessels up to 733 ft. length with a max. draft oy 

Max. draft alongside: Jetty Nos. 1, 2 and 3 — 33 ft.; Nos. 485-9 
No. 6 — 30 ft. 

New Port: Max. draft for cargo vessels 39 ft. and max. LOA® 
Max. draft for oil tankers 39 ft. and max. LOA 720 ft. 

RADIO: Bandar Abbas Port Radio EQ! — 500 kHz. 24 hour se 
Port Telex No. 362815, 214287 BNDR IR. Tel: 0098-761-28078, % 
Fax: 0098-761-29424. 

Radio Officer's Report: December 1984. 

Abbas Radio/EQI will work on the following calling frequencies § 
time and traffic lists. 

From 0330 hrs. to 0830 hrs., Tx 8469 kHz, Rx 8 MHz (Channgj 

Traffic List at 0335 hrs — 0535 hrs. — 0735 hrs. GMT. 

From 0830 hrs. to 1230 hrs., Tx 12700 kHz, Rx 12 MHz (Chane 

Traffic List at 0835 hrs — 1035 hrs. GMT. 

From 1230 hrs. to 1430 hrs., Tx 8469 kHz, Rx 8 MHz (Chane 

6). 
Traffic List at 1235 hrs GMT. 
From 1430 hrs. to 0330 hrs., Tx 4262 kHz, Rx 4 MHz (Channe! 
Traffic List at 1435 hrs — 1635 hrs. — 1835 hrs. — 2035 hrs. - 22%) 
— 0035 hrs. GMT. Weather forecast will be broadcast at 0535 
1235 hrs. GMT. 

Please observe the above table for your messages. 

VHF: Channels 13, 16, 18 and 25. HF call-sign EQI available. Ass 
“Radio”. Tugs on Channels 13 and 16. 

TUGS: 22,400 h.p., 1x 1,800 h.p., 3x 1,200 h.p. and 2x450hp 
prpihemanes Old Port: Berthing and unberthing possible throu 
24 hours. 

Quay is 1,050 m. long, 35 m. wide and depth 10.0 m., capatt 
accommodating 6 vessels each of 175 m. LOA. 

The Barge Jetty with a depth of 24 ft. can accommodate one '# 
for alongside discharge. 

There are 2 closed sheds, each having a capacity of 7,50! 
1 closed shed with a capacity of 15,000 tons and 6 open sheds'# 
capacity of 100,000 tons. 

Ore handling installation. The ore is loaded by conveyor belt & 
average daily loading rate is 1,500 tons per running day of 24 ha 

Chrome ore loading is carried out at one hatch at a time on)! 
therefore the vessel has to be shifted by the crew in order to be 
other hatches. 
Shahid Radjale: Located about 15 km. West of Old Port. 
Location: Lat. 26° 07' N., Long. 56° 04’ E. 
Channel: 6,500 m. x 249 m. x 13.5 m. depth at LLW. 
Basins: Basin No. 1: Depth 14.0 m. at LLW. 

Basin No. 2: 11.5 m. at LLW. 
Berth Particulars: 


No. of Total 

Cargo Berths Length Depth Maxd! 

(m.) (m.) (tors 
Container 5 1,000 12.0 300 
Bulk Cargo 2 400 120 40 
Multi-purpose 4 719 12.0 30,0 
General Cargo 11 2,200 12.0 450 
Liquid Bulk 2 2 12.0 7000 
Barges 1 150 2.0 7 
Ro/Ro (Berth No. 8) 1 = - 450 


Shore Equipment: 
2 rail mounted suction units for bulk cargo. 
6 rail mounted mobile cranes of 15 tons capacity. 
32 mobile cranes of 6 tons — 550 tons capacity. 
45 forklift trucks. 
26 tractors. 
110 trailers. 
Container Facilities: 
2x40 tons gantry cranes. 
7x35 tons transtainers. 
3x40 tons transtainers. 
5x35 tons top lifts. 
10x10 tons forklift trucks. 
3 tractor and trailers. 
129 reefer points (220-380 Volts). 
Also see “Shipmaster's Reports”. 
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RES: Working hours at the New Port are 24 hours. 
se TAX: Freight tax is payable on any freight earned in Iran for 
cargo loaded at any Iranian port. Per Article 90 of Tax Law, 
ax is payable at the rate of 5 per cent of gross freight, regardless 
wy freight is collected in Iran or elsewhere. There is no tax on 
J freight regardiess of where the freight is paid. In other 
for cargo discharged in Iranian ports, even if freight is payable 
erconation to be collected in Iran, there is no tax applicable. 
jgnICAL: There is a General Hospital with about 100 beds. A number 
ans and dentists are available. Facilities available for 
y tions and inoculations. There is a general hospital with 5 beds 
— area. A number of physicians are available. 
ANKERS: Old Port: 3 jetties with depth 10.0 m. 
sanid Radjale: Oil installations near Berths No. 1 and 2. 
“ecH WATER: Available in port by pipeline and at anchorage by 
Requests for water must be made well in advance. 
: Fuel oil, gas oil and marine diesel oil are available at all berths 
ine excepting the chrome ore berth which is at a separate jetty. 
Js loading chrome ore must take fuel (and fresh water) before or 
pading as there is no connection at the ore loading berth. 
ULS: None. 
AIRS: Minor repairs available at private workshops. 
0 GEAR: All vessels calling at this port should be capable of 
eadngidischarging with their own gear, including rope, canvas and wire 
as necessary and/or wire or rope nets, etc. 
suoment: Equipment available ashore is as follows: 
“mobile cranes of 60 tons; 7 mobile cranes of 25 tons; 9 mobile 
ses of 10 tons; 4 mobile cranes of 6 tons; 1 mobile crane of 30 tons; 
igore cranes of 15 tons; 4 lift trucks of 2.5 tons; 11 lift trucks of 
iStons; Qlift trucks of 5 tons; 8 lift trucks of 7 tons; 5 lift trucks of 
‘tons; 6 lift trucks of 13 tons; 3 lift trucks of 13.5 tons; 2 lift trucks of 
Sons; 37 tractors; 22 trailers of 30 tons; 104 trailers of 20 tons; 
uyailers of 12 tons; 26 trailers of 24 tons; 19 trucks; 2250 t.p.h. 
action towers. 
tUSTOMS: Customs Officer will seal the store-room. All liquor and 
marette stocks will be placed under bond and reasonable ship's 
@uirements should be taken from store before sealing. 


| WRPORT: About 15km. distance from the port. Jet flights to 


semational destinations on virtually a daily basis. 

TELEPHONES: May be placed on board. 

SERVICES: Survey, repairs, crew changes at sea or launch service to 
essels off the port can be arranged. Contact through Agent. 

SHORE LEAVE: Provided Security Dept. approves, crew allowed to go 
shore by surrendering their Seamen's Books to port police guard. 
QENTIFICATION CARDS: According to regulations in force seamen 
sould hold shore pass issued by respective Agents and signed by the 
Pot Health, Port Police and local town Police Authorities. All shore 
sasses should bear a photo of the holder, in order to facilitate checking 
zexit of port area. It is therefore necessary for Officers and crew to 
‘we a photo ready on arrival at the port to facilitate obtaining shore 


passes. 
WEATHER: With the exception of about 2 months during the Winter, 
te air is generally wet and humid, but with little rainfall. Temperature 
sidom falls below 10 degrees centigrade in Winter, and seldom exceeds 
“degrees centigrade in Summer. 
NOTICES:Notice to Mariners No. 16/64 
JWARKED SHIPS IN BANDAR ABBAS AREA 

There are some unlit and unmanned dead ships in Bandar Abbas 
nchorage area and its vicinity, ships navigating in the area should take 
secial care and are recommended to have local Pilots on board. 
GENERAL: Hotels: The Gameron (Homa Hotel) is a modern hotel 
upped with air-conditioning, swimming pool and having 120 beds. A 
‘eden swimming pier has been constructed on the sea-beach opposite 
"Ne hotel for the use of residents. The Welcome Inn, a 3-star motel 
‘upped with air-conditioning is used by seafarers. 

“ovisions: There are no ship chandlers at Bandar Abbas, but fresh and 
‘ed provisions are available through the ship's Agent. 

“wsport: Distance between port and the town of Bandar Abbas is about 
dim. and there are private mini-buses and taxis available. Motor-boats 
® available for attendance upon vessels at anchorage and also at the 
‘ome ore berth which is not approachable by land transport. 

Andry: Subject to time available, can be arranged by ship’s Agent. 
‘VELOPMENTS: There is a new jetty, specially designed for heavy 
aia about 5 km. East of the new port. Max. LOA 250 m., 

ora 2m. 


MIPMASTER’S REPORT: January 1986 (Updated 1994). 

port of Shahid Radjaie is now in operation. 24 hours day working 
"cept reefer vessels which work from 0700/1100 and 1400/2300 hrs. 
“vending on truck and heat situation. 
' new port is over 30 km. from city of Bandar Abbas. Repatriation 
ee as there are now direct flights from Bandar Abbas to Zurich/ 
ey and Dubai. Agents require 72 hours notice of incoming and 
mk crew changes in order to arrange visas and formalities. Shore 
“8 normally possible by application day before and only permitted 
“ween 1000 hrs.-1600 hrs. No telephones placed onboard. Limited 
“aplies of fruit, vegetables, etc., at moderate prices, obtainable via 
A Also numerous boats with fish, vegetables, etc., at outer 
: Chorage, Fresh water available from pipelines. 
nd ay Party arrives at anchorage and conducts search of all crew 
on Ces Cabins and accommodation areas. No alcohol permitted in 
— Possession also strict Islamic laws re calendars, magazines, 
ty tar required — as per “Guide to Port Entry” plus lists of all foreign 

Cy in each crew member's possession. 
:.. “ther search similar to that on arrival is made prior to departure. 
a to advise Coast Guard prior to entering Bandar Abbas 
2 #ches via VHF, also Harbour Authorities via W/T Bandar Abbas 
dled 4 hours prior to arrival. Bonded store and main W/T transmitter 
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SHIPMASTER’S REPORT: January 1987 (Updated 1994). 

Max. Size: Port can accommodate cargo/bulk vessels of 200 m. length 
with a maximum draft of 36 ft. 

VHF: Channel 16 for Port, call “Port Control”. Bandar Abbas Radio 
listens on Channel 25 and can be used for local calls. 

Tugs: 5 tugs, 2,500 h.p. each for harbour duties and berthing. 
Berthing: Bandar Abbas harbour has two ports. 

Old Port: As mentioned in the “Guide”, but now mainly used by dhows 
and barges. Only very rarely do general cargo ships discharge there. 
Ore jetty, bunker berth and a ferry berth still in use and will remain so. 
The remainder of the port will only be used by Iranian Navy, barges, 
dhows, etc. 

New Port: Charts No. 3003 and 3004 have been prepared for this 
area. It is located about 15 km. West of Old Port. Main channel from 
breakwater to anchorage (South of Old Port) is buoyed in the direction 
of 104°-284°. 

Originally the port was being constructed for 40 berths but work has 
been suspended after completion of 24 berths. Oil handling installation 
is near Berths No. 1 and 2. 

Berth No. 3 is normally used for discharging vegetable oil, Berths 
No. 4 to 8 for containers, but in absence of appropriate vessels any ship 
can be berthed there. All 24 berths are now in use, and plans still exist 
for completion of up to 40 berths but it is not known when the work will 
restart. 

No silos provided for bulk cargoes, hence it is discharged into lorries. 
Discharge rate can be up to 5,000 t.p.h. depending upon availability of 
transport. 

Fresh Water: At anchorage available by barge and in port by pipelines. 
It is advisable that road tanker water is tested prior to receiving, as it is 
often a mixture of sea water and fresh water. Water is also expensive, 
hence vessels are advised to arrive with maximum water and if required 
to take water in Bandar Abbas it must be requested well in advance. 
Fuel: Good quality fuel is available by barges and the request must be 
made to Shipping Co., Bandar Abbas if chartered to them. 

Repairs: Private workshops can carry out minor repair work. But it must 
be checked properly. 

Shipyard is now in operation 5 km. West of New Port but so far has 
only been used by Iranian ships. Except in emergency it is not available 
for other ships. 

Telephones: Only available ashore for international calls. No telephones 
placed aboard vessels. 


SHIPMASTER’S REPORT: February 1989 (Updated 1994). 

Port: Bandar Abbas (Shahid Radjaie). 

Arrival: On arrival at the anchorage, contact Port Control on VHF 
Channel 16 and give arrival information. Port Control are of little 
assistance with regard to berthing information. The agent is the best 
person to supply this advice. The State Shipping Agents “ShippingCo” 
maintain a watch on VHF Channel 16. 

The vessel may also be contacted by the Iranian Coast Guard on 
entering the outer anchorage. 

Boarding Party: The boarding party of Customs and Immigration 
Officers boarded at the anchorage 24 hours after arrival. Normal 
paperwork is required. 

All cabins were searched for alcohol, etc. and the bond was sealed. 

The vessel is also searched for stowaways prior to departure by 
Customs Officials. 

Communications: The radio room is sealed. VHF telephone calls can 
be made via Bandar Abbas Radio or Muscat Radio, 

Berthing: The vessel berthed at Shahid Radjaie which is about 1 hour 
from the outer anchorage. 

Shahid Radjaie is a large, modern and well planned port with about 
24 berths. The maximum draft is probably in excess of 12.0 m. 

This vessel discharged barley in bulk at a rate of approximately 
3,400 tonnes per day, utilising evacuators and lorries ashore. The ship's 
cranes are required for suspending the suction hose. 

Fresh Water: Available. 

Fuel: Available. 

Repairs: Mechanical, radar and navigation equipment repairs are 
possible. However, no spares are available. 

Repatriation: Possible. 

Shore Leave: Not allowed. 

General: Mail: It is possible to send mail. The vessel received courier 
mail from overseas. 

Spares: It is not advisable to receive spares, due to delays at Customs 
and paper work, etc. 

Supplies: Fresh provisions available but quality was poor and they 
were very expensive. 

Fumigation: Hatches with grain cargoes require fumigation. Crew have 
to stay on board. If only a few hatches require fumigation they are sealed 
and stevedores continue to work on other hatches. 


SHIPMASTER’S REPORT: October 1993. 

Bandar Abbas, Shahid Radjaie Port: 

Documents: The Port Inspector will visit the vessel and check the ship's 
certificates. 

Pilotage: Vessel must send ETA 72 hours before arrival to Agent and 
to Harbour Master's Office, otherwise Coast Guard may stop the vessel 
when approaching Bandar Abbas, if they have not been informed of 
vessel's arrival. 

While approaching Bandar Abbas Anchorage in the morning, vessel 
must keep clear of small speed boats carrying passengers from islands 
across to Bandar Abbas town to work. 

Best place to anchor is 3 miles South to S.E. of old port breakwaters, 
where Customs, Port Guards, Immigration, Port Health and Agent board 
Ld netomat and give Inward Clearance. Berthing usually takes place at 
night. 

VHF: Port Control keeps watch on Channels 14 and 16. Port Radio 
“Abbas Radio” keeps watch on Channel 25. 
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Cranes: New shore cranes of 15 tons SWL are available at Berths No. 15 
and 16, and new cranes are available at the Container Terminal (Berths 
No. 7 and 8). 

Cargo Gear: Ship's cargo gear must be in good order as it is used for 
discharging cargo. 

Medical: Hospital, private doctors and dental clinics are available. 
Advance notice required by Agents to make shore passes. Inoculations 
and vaccinations are available. 

Fresh Water: Fresh water available at berth by shore connection and at 
anchorage by barge, advance notice required. 

Fuel: Good grades of fuel can be supplied by barge. 

Consuls: None. 

Repairs: Mechanical repairs available. 

Surveyors: Cargo inspectors available (Iran Group of Surveyors — IGS). 
Lloyd's Register and Bureau Veritas surveyors available and require 
advance notice to call on board vessels. 

Deck Watchmen: It is advisable to keep a deck watch at all times at 
gangway in port and in the anchorage. 

Customs Allowances: Consumption of wine and spirits not permitted 
and must be placed in bond on arrival at anchorage, prior to Port Guards 
or Customs coming onboard. A sufficient amount of cigarettes and 
tobacco are issued to crew. 

Repatriation: This can be done via Bandar Abbas Airport to Dubai or by 
ferries sailing 4-5 times a week to Sharjah. Price for one way to Sharjah 
is about U.S.$ 30.00 per person. Name of ferry company is Valfajeh 8 
Shipping Co. (Telex: VEC IR 213819. Fax: 892404 Head Office Tehran). 
Airport: About 10 km. to old port and 28 km. to new port (Shahid Rejaie). 
Flights available to Tehran, Dubai and Sharjah daily. Incoming crew 
given 72 hours visas to join vessel. CDC or Seamen's Book is required 
by Immigration at Tehran Airport to issue visa. 

Time: Summer-time (GMT plus 4.5 hours from 21st March (Iranian New 
Year) to 22nd September and then GMT plus 3.5 hours in Winter. 
Telephones: Not available at berth. Calls can be made through “Abbas 
Radio” to Agent by VHF. When alongside, it is advisable to keep VHF 
on for incoming calls from Agent. 

Banks: Bank Melli Iran (National Bank) located outside gate in Custom’s 
House and branches in town. 

Bank of Tejarat (Trade Bank), Bank of Saderat (Export Bank), Bank 
of Melat (Nation Bank) and Bank of Sepah, all located in town. 
Supplies: Provisions, fresh provisions and cabin stores supplied at good 
prices. 

Shore Leave: Crew members allowed to visit town during daytime. A 
shore pass is issued by Immigration Officer for one day period and one 
photograph is required. 

Garbage Disposal: This is carried out everyday at 0900 hrs. when 
alongside or at anchorage. Receipt to be signed. 

Seamen's Clubs: Inside the new port, a Seamen's Club has been 
established with the traditional Iranian living environments, having 
international telephone, prayer room, duty free shop, traditional tea 
room, restaurants, gold shop, postage, fax line facilities. Mini-bus calling 
at ship’s gangway every hour from 1600 hrs. — 2300 hrs. to carry crew 
to club. Air-conditioned rooms available for rent. Barber's shop available. 
Regulations: Ladies calling at Iranian ports must wear long dresses and 
their hair has to be covered. 


AUTHORITY: Port Director, Bandar Abbas. 

Shahid Radjaie Port Complex. Te/: (0761) 29127-30. Telex: 362815 
BNDR IR. FAX: (0761) 27430, 29424, 26077. Contact: R. Ansari, Port 
Director. 

Also see “General” before first port. 


AGENT: Gulf Agency Company (Iran). 

All enquiries, telexes, cables, letters concerning Ship’s Agency at 
Iranian Ports should be directed to G.A.C. Shipping (UK) Ltd., No. 1 
Charlwood Court, County Oak Way, Crawley, West Sussex RH11 7XA, 
England. Tel: (0293) 615555 (5 lines). Telex: 87561 GAC UK G (4 lines). 
Fax: (0293) 615161. Cables: GACSHIP Crawley UK. 


BANDAR IMAM KHOMEINI: 30.25 N. 49.05 E. 
(See Plan) 


Note: Jetties and port facilities are operational. 


DOCUMENTS: Documents requested from Master on arrival. 
Quarantine Officer 
Crew List (1 copy, also all crew vaccination cards for inspection). 
Customs Officer 
Crew List (2 copies). 
Stores List (2 copies). 
Port Authority 
Crew List (1 copy). 
Ship's Certificates: (One photocopy of each of the following): 
Safety Telephony. 
Safety Telegraphy. 
Certificate of Machinery. 
Load Line Certificate. 
Ship's Register. 
Classification Certificate. 
Ship's Cargo Gear and Safety Equipment Certificate. 
Derat Certificate. 
Agents 
Crew List (2 copies). 


952 


a 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng, 


Cargo Documents: The following documents must be sent to Ades 
far in advance of vessel's arrival as possible, by Owners OF Lag 
Ports: 

Cargo Manifest (5 copies). 

Freight Manifest (2 copies). 

B/L Copies (2 copies). 

Stowage Plan (2 copies). 

All cargo shown on manifests must be landed at the pon, ae, 
therefore essential that short-shipments, cancellations, div 
(if any) be reported as early as possible and manifest show, 
corrected before submission to Port Authorities to avoid 
fines. Stowage plans and hatch lists should also be sent aheag, 
ample time to be studied by Cargo Supervisor for wig 
arrangements. 

The names of consignees must be inserted on the manifes, », 
port of origin. This is due to the fact that names have not been ins. 
as this is a necessary requirement, as per Iranian Customs autho 
requirements. 

In view of the above, Owners are kindly requested to make Suny 
manifests for Bandar Imam Khomeini are properly made out at log 
port with correct names of consignees. 

APPROACHES: Shipping channels well marked with light beacon, 
buoys and present no navigational difficulties in clear weather. 

Small unlit tide gauge platform located on edge of the shoal We 
shipping channel in Lat. 29°42’ 30"N., — Long. 49°03 w 
approximately 1.75 miles West of Khor Musa Approaches Buoy 
and shown on Admiralty Chart. 

Approaching vessels should steer for Khor Musa Light Fig 

position Lat. 29° 36’ 32” N., Long. 49° 34’ 47" E., and from there acy 
should be set along marked channel for Buoy No. 12 in pos 
Lat. 29° 56’ 03” N., Long. 49° 34’ 47” E., bearing 308° 45’ from» 
Musa Light Float. 
PILOTAGE: Application for Pilot to be made 48 hourss in advan 
vessel's arrival at Khor Musa Bar Pilot Station, through Bandar jy 
Khomeini Port Radio — EQN — 500 kHz. If Agents required to an» 
Pilot they should be informed well in advance. 

Pilotage operated by Bandar Imam Khomeini Port Authority from) 
Musa Bar up to Bandar Imam Khomeini Anchorage. Pilot vess 
usually positioned about 1 mile, 135° from Khor Musa Approaches 
No. 12. Approach within 2.5 cables of pilot vessel. During ade 
weather pilot vessel may proceed above Bar, in such cases, Mas 
should not attempt proceed inward without Pilot. 

MAX. SIZE: LOA 780 ft. and draft 42 ft. (S.W.). Vessels of 37h» 
may enter port at any time. Higher drafts depending on state o's 
Normal rise of tide about 11 ft. Entry permitted day or night. 
HEALTH: Medical Officer boards at Bandar Imam Khomeini. Sux 
no infectious diseases reported on board during voyage, Medical 0% 
will grant Pratique. 

RADIO: Bandar Imam Khomeini Port Radio EQN 500 kHz. je 
0612051 BDHR IR. 

Continuous watch on 500 kHz is to be maintained at all times 
navigating in Khor Musa Waterway. 

VHF: Channels 13, 16, 18 and 25. 24 hours service. 

“Khor Musa” Pilots on Channels 16 and 13. 

TUGS: Tugs for berthing and unberthing on Berthing Master's ai 
10 tugs: 1,000 h.p. — 3,600 h.p. 


BERTHING: 
Berth No. of Total Max. 
Use Berths Length Depth d.wi 
(m.) (m.) (tons) 
General Cargo 29 5,312 12.0 30,000-450 
Container 5 1,051 11.0 
Grain 2 560 12.0 


Ore 1 220 15.0 

BULK HANDLING FACILITIES: Iron Ore Installation, loading cape 
about 2,000 tons per day. The loading installation consists of 2 pow 
moving cranes with a capacity of 100 t.p.h. on each unit, 2 funnel-s® 
containers with a capacity of 30 tons each and a 600 m. long con® 
belt with a capacity of 175 t.p.h. 
Sulphur: Sulphur is loaded at the Petrochemical Berth. The shipt# 
travels the length of the vessel and has a loading rate of 400 tp! 

All derricks to be swung away from the shore giving the @ 
maximum clearance. Radio aerials, and fore and back stays ©! 
removed. 

Due to high temperatures, every precaution must be taken too 
risk of fire. 
Grain: All berths are available for grain discharge. Grain is bag 
holds and discharged in slings using ship's gear. At only one de 
discharge possible by vacuvators. All discharges into railway " 
and/or trucks supplied by receivers. 

All vessels discharging general cargo or grain should be prep 
handle discharge with own gear. 
Wheat: One discharge berth for bulk wheat (Silo Jetty). Dischagt® 
about 10,000 tons per day. 
EQUIPMENT: 

5 rail mounted mobile cranes, capacity 15 tons. 

45 mobile cranes, capacity up to 55 tons. 

37 forklifts, capacity 10 tons. 

56 tractors. 

140 trailers. 

2 suction units for bulk cargo. 
Private: 

1250 ton crane. 

1120 ton rubber wheeled crane. 

1x80 ton rubber wheeled crane. 
Container equipment: 

2x40 ton cranes. 

2x 42 ton transtainers. 

7x10 ton forklifts. 

10 tractor and trailers. 
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igpORT: Distance from port to Abadan Airport is 110 km. Regular 


spICAl : 24 hours advance notice of requirements to be sent to Agent. 
rest WATER: There is water supply at Jetties No.1 — 6 and 


and Masters are requested to inform their Agents 24 hours in 
-cg of their requirements, allowing Agents to pay for the water and 
ym for supplying water to the vessel. 


esn water can also be arranged at the Inner Anchorage by 2 barges, 


ts will need 48 hours advance notice in order to obtain barge. 


eri have the barge loaded with water from jetty and deliver to 


Diesel oil and gas oil available by barge at 2—3 days notice. 


ae: Radio and radar repairs can be arranged from 


msnahr. At Bandar Imam Khomeini minor technical and 
nical repairs possible by private workshops. Repair shop and slip 


44,500 tons capacity in process of construction. 
‘«ATCHES: Opening and closing by ship’s crew. 
yATCHMEN: Compulsory. 


MS ALLOWANCES: Reasonable quantity spirits and tobacco 


consumption in port may be issued prior sealing store rooms. Strict 


sion imposed by Customs and prohibited items, particularly 
and cigarettes, should not be taken ashore in excess of 
rettes, or Cigars, or 1 Oz. tobacco. 


te: GMT plus 3.5 hours. 
dENTIFICATION CARDS: According to regulations in force, seamen 
{gould hold shore pass issued by respective Agents and signed by the 


set Health, Port Police and local town Police Authorities. All shore 
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sHPMASTER'’S REPORT: December 1991 (Updated 1994). 


should bear a photo of the holder, in order to facilitate checking 


yexit of port area. It is therefore necessary for officers and crew to 


a photo ready on arrival at the port to facilitate obtaining shore 


Name: PCC Berth, Bandar Imam Khomeini. 

Berth Operator and/or user: Petrochemical Company of Bandar 

{mam Khomeini. 

Maximum LOA: 285 m. 

Maximum beam: 35 m. 

Maximum Summer d.w.t. or displacement or capacity in cubic 

metres: Only limited by draft. 

Maximum draft: 12.0 m. — tidal dependent. 11.0 m. any state of 

tide (this would only give 0.2 m. UKC). Need over 2.0 m. tide to 

exceed 11.0 m. draft for departure. 

Minimum depth at berth and required underkeel clearance (UKC): 

Vessel always afloat with 1.0 m. UKC on low water of 0.7 m. and 

10.1 m. draft, so this bears out report of minimum depth on berth 

of 11.2 m. We loaded so as to be finished for high water departure 

from berth, but documentation delays kept us there until low water 

which was 1.9 m., so minimum UKC was still over 1.0 m. (see 

note below regarding tides). 

Minimum depth in approaches and required underkeel clearance 

(UKC): 10.0 m. — 12.5 m. on Khor Musa Bar, depending on who 

you talk to. Our soundings indicate around 12.0 m. at chart datum 

(1.0m. UKC). 

Water density: 1032 on high water, altering with tide. 

Night berthing/unberthing: Possible. 

Bunkers/diesel/fresh water and how delivered: Available. 

Minimum and maximum vertical distances from ship's manifold 

to waterline: Not discovered, but with freeboard of 22.40 m. and 

4.0 m. high water, we must have been close to limit, but vessel 

berthing after us is larger. 

Type of berth: Dolphin berth, well fendered. 

Minimum size of vessel: 5,000 tonne gas carrier loaded here. 

100 m. central dolphin. 

Maximum distance ship’s bow to centre manifold (B.C.M.): Not 

discovered. 

Maximum distance ship's stern to centre manifold (S.C.M.): Not 

discovered. 

Grades of cargo handled: Propane, Butane, Pentane Plus. 

Is lighterage available for liquified gas? No. 

Dirty ballast facilities: Available. 

Are slops accepted? If so, what constraints: No facilities. 

‘eyed and size of tugs available: Used 2 tugs, Pilot said 
: Pp. 

Air-draft restrictions caused by bridges, etc.: None. 

Pilot boarding areas: Khor Musa Channel Pilot at Buoys 

No. 10-20. Wreck in mid-channel just before Pilot Station that 

you have to dogleg round. Harbour Pilot off Bandar Khomeini. 
Pilot: Compulsory. 

What type of storage is present on shore, i.e., pressurised or 
refrigerated? 6 refrigerated tanks. 

Numerous various sized spheres all severely shell damaged. 
Volume of storage available on shore for each grade handled: 
Propane, 2x 20,000 tonnes; Butane, 2x 20,000 tonnes; Pentane 
Plus, 2x 14,000 tonnes. 

\s vapour return to shore available and used: For emergency only, 
if used metered off boil. 

What is loading/discharging arm configuration: From downstream 
~Propane Vapour/Propane Liquid/Butane Liquid/Butane Vapour, 
not interchangeable (10 other arms). 

What are sizes of liquid and vapour connections? Liquid 12 in. 
150 ASA; vapour 10 in. 150 ASA. 

Any special requirements for gas ship, including certification: 
Photocopies of Tonnage Certificate and Register. 

Any other relevant port information: 


x Imperative that B.A. Charts No. 1268 and 1269 on board. 


ES.D.S. system safety: Plant yes, jetty yes, by telephone/pager 
from Jetty Operator to control room. 

) Product initially very warm — Butane + 16° and Propane — 25°, 
9ave initial pressure problems but settled down. 
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(d) All jetty winches broken, ship's crew put ashore to help mooring 
gangs with our 38mm. wires. Vessel heaved own moorings 
ashore. 

(e) Tank farm of about 40 tanks and 2 refineries severely damaged 
and out of use. Some installations under repair. Ammonia plant 
destroyed. New gas plant very small part of total plant. About 
30,000 tonnes a month exported, but more available. 

(f) Customs carry out full ship search. Very strict about alcohol, 
cameras and pornography. Re-searched after completion of 
cargo prior to vessel being issued with clearance to leave jetty. 
Master signs declaration that he alone is responsible for any 
infringements. Check that no Iranians on board. 

(g) Petty thefts reported. Everything should be locked up or secured. 

(h) Jetty is to East of fertiliser plant jetty marked on B.A. Chart 
No. 1269 (Plan Bandar Khomeini to Bandar Mashahr). 

(i) Berthing/unberthing Pilot is very competent. 

(j) Heavy atmospheric pollution from adjacent phosphate/ammonia/ 
sulphur plant. 

(k) Telex link via Bandar Khomeini Port Radio (Telex No. 612051 

Bdkir). Very good and all information appears to have got through. 

(I) No Pilot vessel on station as per ALRS. It is tug stationed at Buoy 

No. 28, inside bar, which ventures out when vessel arrives. 

It is forbidden to look at installation through binoculars. Cautioned 

over this by revolutionary guards. 

(n) Original LPG Terminal (Jetty No. 6 at Bandar Mashahr) still out 
of commission but presently being repaired. 

(0) Papers: 6 Crew Lists, 2 Personnel Declarations, 2 Bonded Stores 
Lists, 1 Maritime Declaration of Health, 1 Vaccination List, 1 List 
of Ports of Call. 

(p) Vessel received visits from all port authorities. 

(q) No ship/shore Check Lists, only fire safety instructions issued by 
Port Officer. 

(r) Independent surveyor (IGS — Watson Gray), most competent. 

(s) Bill of Lading raised on surveyors calculation of ship's figures. 

(t) Shore gangway not operational, only room for accommodation 
ladder lashed to Chicksan base. 

(u) No shore leave. 

(v) Pilot unable to disembark after crossing bar, due to bad weather, 
and it is not permitted to oncarry him. He retains vessel's Port 
Clearance until tug arrives to disembark him. 

(w) Very long stand-bys and uncertain start to loading but once settled 
down, it was very steady. 
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SHIPMASTER’S REPORT: June 1994. 

Charts: B.A. No. 1268 and 1269. 

Approaches: Flat and featureless. Khowr E Musa Light Float observed 
on radar at 20 miles (together with Racon “T’). Light seen at 7 miles. 
Telex Bandar Khomeini Radio (Telex: 612051, Fax: 0651-6900) with 
ship's details 48 hours and 24 hours prior to arrival. 

VHF: Term “BIK” widely used by Iranians. 

Call BIK Port (as per ALRS D3840) when obtainable. We contacted 
passing Kharg Island. VHF conditions in the Gulf are somewhat chaotic. 
BIK Port works on Channels 4, 6, 13 and 74. 

We were told to call again at Buoy No. 4, and then instructed to enter 
up to Buoy No. 12, and anchor to West of the Buoy. 

BIK Port Control asks if ship is using up-to-date Charts B.A. No. 1268/ 
1269, plus holding Tide Tables on board. 

Radio: Bandar Imam Khomeini Radio: Telex 612051 BDKIR. Fax: (0651) 
6900. VHF: Channel 16 (24 hours). 


Hours of 
Transmission Transmitting Class of Receiving Working 
of Traffic List Frequency Emission Frequency Hours 
(kHz) (hrs.) 
0435 8,655 A1A Channels 3/4 0400-0530 
8,797 J3E 8273 kHz 0530-0930 
0935 12,690 A1A Channels 3/4 0930-1130 
13,167 J3E 12,320 kHz 1130-1430 
1435 8655 A1A Channels 3/4 1430-1630 
8797 J3E 8273 kHz 1630-2030 
2035 4282 A1A Channels 3/4 2030-0400 
1435-1135- 500 A1A 500 kHz 24 hours 
0835-0635 458-463 A1A 458-463 kHz 
2035-1735 476-512 476-512 kHz 


Anchorages: |Inwards: 1 mile West of Buoy No. 12 in 15.0 m. Holding is 
good. Next anchorage is for outbound vessels waiting to cross Bar 
outbound, about 1.8 miles North of Beacon 36, holding reported as good 
from previous visit. This anchorage is under pilotage. 

Anchorage for inbound vessels off BIK (30° 24.5’ N., 49° 02.5’ E.) 

again under pilotage. Holding good as long as anchor well clear of deep 
73 m. trench close S.W. 
Channel: Depths generally more than charted. We ran echo trace 
inbound/outbound and continually compared with chart and found not 
less than charted (when reduced to Datum) from Khowr Musa Light 
Float to BIK PC Berth, except between Buoys No. 14 to 16, when 
charted depth is not more than 1.0 m. less (12.2 m. dredged depth, 
11.2 m. actual). 

Buoyage below Bar is accurate as charted. Above Bar some beacons 
moved as reported elsewhere. 

GPS does not always agree with channel positions. 

3 dredgers available and seen working at various times. 

Pilots say they report depths to Harbour Master as ships transit Knhowr 
Musa Bar, and then dredger is ordered to work, although they say some 
time since Lower Bar was dredged. Deep draft vessels should transit 
on H.W. only. Speed is reduced to half speed in Bar Channel. 

Pilots: 24 hour operation. 

Channel and Berthing Pilots use Admiralty Tide Tables. Pilots board 
and disembark just South of Buoy No. 12 from tug. Pilot tug remains on 
Station. 

Pilots change off BIK Port West. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng, 


Normal to have 2 Pilots. 

Pilots are competent and speak good English. 

Sometimes a backlog of Pilots builds up, either on tug or in port and 
inbound/outbound ships used to transport Pilots. 

Pilots contacted via BIK Port Radio. 

Pilot station as marked in port area (30° 25.36’ N., 49° 04.4’ E.). 
Tugs: 6 tugs up to 2,000 h.p. available. They appear to be in good 
condition and are well maintained. 

Tug’s lines sometimes used. 

We berthed/unberthed with 2 tugs. On departure forward tug used 
ship's lines and parted the line. 

Berth: BIK Petrochemicals Jetty No. 2 (Jetty No. 1 is for materials). 

Position: 30° 25.50’ N., 49°06.46'E. GPS gave 30° 25.61'N., 
49° 06.47’ E. Alignment is 261° — 081°. 

Minimum depth at L.W. alongside 12.8 m. 

Vessels berth into tide and unberth on either tide. 

Berth is a flat “T” jetty of concrete construction with 95 m. flat face. 
Outlying mooring dolphins connected by catwalk to jetty. 

Mooring hooks used and fenders are good. 

Berth gangway not operational. 

Pilots advise ship to turn gangway in prior to berthing due to pipes 
very close to berth face. Turn out again when tied up. 

Offside gangway also required for officials. 

Moorings 4-2-2 each end. They do not like wires. 

Mooring gang each end, but no mooring boat. 

Mooring fairly quick. 

Cargo: Berth No. 2 adjacent to the refinery. 

Refrigerated shore tanks for 90,000 tonnes butane/propane each 
(total 180,000 tonnes). 

Chemical gases plant opened in March 1994. 

Most of damage inflicted in the war is now repaired. Chemical gases 
including propylene, butane/propane and naphtha exported and shipped 
to other Iranian ports. 

Butane/propane configuration conforms to Japanese standards from 
East to West — Butane vapour, butane liquid, propane liquid, propane 
vapour. Liquid 12 in., vapour 10 in. 

Vessels with OCIMF manifolds and no vapour cross connection have 
to berth port side to for simultaneous loading. Propane vapour is 
connected by flexible hose to vapour Chicksan. 

To return vapour, charged to ship basis 25 tonnes/hr. 

Average propane temperature at manifold (June 1994) — 41.7°C. 
Average butane temperature — 4.1°C. 

Ambient rose to + 45°C (June). 

Propane S.G. 15°C — 0.5079. 

Butane S.G. 15°C — 0.5779. 

Flow rates of butane/propane can be variably adjusted from minimum 
of 50 t.p.h. to maximum 1,000 t.p.h. each grade. Below 400 t.p.h. cannot 
be sustained for long periods. 

Loading Master takes ship’s walkie-talkie UHF. Moderate English and 
cooperative. 

There are 9 other Chicksans for petrochemicals/chemical gases/ 
naphtha with 6 in. and 8 in. connections. 

From completion of loading to completion of all documentation takes 
about 4 hours. 

Two surveying companies in attendance, one of which is SGS. 
Fresh Water: Obtainable from barge at Inner Anchorage at U.S.$14.00 
per tonne. Some berths have fresh water pipes to them. Fresh water 
available at PC Berths No. 1/2 at U.S.$40.00 per tonne. 

Provisions: Obtainable through Agent. No ship chandler. 

Stores generally plentyful in Spring and Summer. 

Note: Stores by boat only, at launch charge of U.S.$320.00, or if a 
large amount, tug charge is U.S.$600.00. 

Shore Leave: Possible. No access through refinery. Boat has to be hired 
at U.S.$320.00 per trip for up to 12 persons. 

Formalities: \f vessel anchors in Inner Anchorage before proceeding 
alongside, ship is cleared here. 

Customs, Port Health and Immigration board, but not at same time. 

No Agent at anchorage. 

Bond sealed, but no cabin searches. 

Alcohol, cameras and magazines” are sealed. 

When alongside, Agent, Terminal Manager, Port Safety, Port Pollution 
and Port Radio board. Safety and Pollution officials make a tour of the 
main deck and engine room. Port Radio seals radio equipment, including 
Inmarsat. 

Clearance given by Outward Channel Pilot. 

Documents required: 

9 copies Crew List. 

2 copies Bond List. 

2 copies General Stores. 

2 copies Crew Declaration. 

1 copy Vaccination Certificate. 

1 copy Health Declaration. 

Derat Certificate sighted. 

2 copies Ports of Call. 

1 copy Register. 

1 copy Tonnage Certificate (if separate from Register). 

|OPP and Safety Equipment Certificate. 

Last Port Clearance. 

Agent and 2 clerks require a cabin and typewriter to prepare all cargo 
documents. Agent stays onboard with 2 clerks about 8 hours before 
cargo completion. 

The Agent was very helpful. 

General: As previously mentioned, most of the war damage has been 
repaired throughout the port. 

In the refinery, 3 sphere pressure tanks and 445,000 tonne LPG 
tanks are under construction. 

All berths (No. 1 to 34) seem usable, with ships at several berths. 
Pilots report all berths operational. 

One floating crane of 50 tonnes in operation. 
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Radio station accepts international calls. Calls are 
compared with other Gulf ports. 


Very few vessels now call at Bandar Mahshahr, although 
channel are still maintained for daylight berthing and unberth; 


BIK is strictly an industrial complex, nearest town is 20 km. 


Weather in Summer is very hot and dry. Winter is cool 


AUTHORITY: See “General” before first port. 
AGENT: See “Bandar Abbas/Kharg Island”. 


toy 
to code 


Refined Products Loading Terminal of the National Iranian Oil Coma 
FLAG: All vessels required to fly Iranian flag from foremast gp 


daylight hours, while in port. 
DOCUMENTS: 
8 Crew Lists. 
2 Bonded Stores Lists. 
International Health Form. 


If cargo aboard, Manifest certified by Iranian Consulate. 


Clearance from Last Port. 


GENERAL: Khor Musa is deep tidal inlet at head of the Gulf. 


of triangular-shaped entrance 35 miles wide and 22 miles 


long foley 


by a channel, approximately 14 miles long with average width a 
800 ft., ending at Port of Bandar Mahshahr. Khor Musa is enters, 


deep water approach channel 25 miles long and 0.8 


miles | 


commencing at Khor Musa light float, located in position Lat. 2) 
32" N., Long. 49° 34’ 47” E. At end of approaches channel, near 
No. 12, restricted depths and channel widths extend for distan: 


8 miles, in vicinity of Khor Musa Bar. A deep water chann 
up to commercial port of Bandar Imam Khomeini, and 
Bandar Mahshahr, a total distance of 37 miles from end of 
Refined products delivered to Bandar Mahshahr Terminal 
Iranian Oil Company’s Refinery at Abadan. 
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TERRITORIAL WATERS: The 12 mile limit of Iranian territorial wa 
crosses approaches channel in vicinity of Khor Musa Approaches & 


No. 8, which is approximately 20 miles from Khor Musa |i 
KHOR MUSA APPROACHES: 
Navigational Dangers: Numerous shoals and sand banks 


ight float. 
in Khor Me 


with low-lying shore lines and few conspicuous marks. Howe 


shipping channels well marked with light beacons and buoy: 


platform located on edge of shoal West of shipping ch 


'S and prew 


annel in u 


29° 42’ 30” N., Long. 49° 03’ 48” E., approximately 1.75 miles Wes 
Khor Musa Approaches Buoy No. 4, and shown on Admiralty Chat 
Outer Khor Musa Channel: Approaching vessels should ste! 
Khor Musa light float, in position Lat. 29° 36’ 32” N., Long. 49° 34 47: 
and from there a course should be set along marked channel for 
No. 12 in position Lat. 29° 56’ 03” N., Long. 49° 06’ 47” E., bes 


308° 45’ from Khor Musa light float. 


New Khor Musa Channel: Depth of channel is 40 ft. below LAT 


Note: Buoys South of and including Buoy No. 12 above a 


re refers! 


as Khor Musa Approaches Buoys. Buoys North of No. 12 abover 


referred to as Inner Khor Musa Buoys. 
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PILOTAGE: Compulsory. Service operated by Bandar Imam Khore 
Port Authorities up to Bandar Imam Khomeini, and by Oil Come 


between Bandar Imam Khomeini and Bandar Mahshahr 
maintains station approximately 1 mile, 135° from 


. Pilot ves 
Khor Me 


Approaches Buoy No. 12. Vessels requiring Pilot should approach" 
2.5 cables of pilot vessel. During adverse weather conditions Pil" | 
proceed above bar for shelter; in such cases vessels should not att? 
to proceed inward without Pilot. Essential that ETA Bandari — 


Khomeini is transmitted to Coastal Radio Station EQZ 


as son! 


possible after Pilot has embarked at Pilot Station. If for any reas? 


vessel is required to wait at any time at Bandar Imam Kh 


iomeini, Ff 


be advised through EQZ. Marine Operation Section, Bandar Mais® 
Terminal, on receipt of ETA Bandar Imam Khomeini, will arrang:’ 


Berthing Master to board vessel at Bandar Imam Khomei 
and allocate jetty berth at Bandar Mahshahr. 
BANDAR MAHSHAHR APPROACHES: 


ni anchor 


Navigational Dangers: Khor Musa Channel well marked with buoys® 


beacons, but attention is drawn to following: 
(a) Outer Khor Musa Bar: Lat. 29° 59’ N., Long. 49° 04’ 


E. and in 


Khor Musa Bar Lat. 30°02’ N., Long. 49°01’ E., where rest 
channel widths and depths exist and min. depth 40 ft. Buoyed c'@” 
over bar is 800 ft. wide, but declared min. depth of 40 ft. only 

to central half of channel. Towards edges of channel, shallower 


exist. 


(b) Qassar bin Siswan: A rocky shoal, in Lat. 30°12’ N. & 
48° 58’ E. approximately 10 miles North of Inner Khor Musa Bar, ™@* 


by Buoy No. 9 with min. depth 6 ft. 


(c) Khor Wastah to Beacon 18: Near sharp bend to East in chat 


where tidal streams reach rate of over 4 knots at ebb. 


Khor Musa Bar: Reached approximately 5 miles N.W. from pilot ve 


and normally does not restrict passage of inward vessels. 


Khor Musa Channel: After leaving bar, channel is followed up Khor 


for about 32 miles to anchorage at Bandar Imam Khomeini. 


Bandar Imam Khomeini: All inward bound ships required 


to ancy! 


arrival off Bandar Imam Khomeini, where Pilot disembarks oF 
Government Medical Officer comes on board to grant Pratique. 
purpose an accommodation ladder should be rigged and ready 


arrival. 
Bandar Mahshahr Roadstead: Shortly after leaving B 
Khomeini, the channel to Bandar Mahshahr is entered 


anda © 
betwee” 
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hand Beacon No. 1 (flashing white) and the port hand Beacon 

ane porarily removed). Channel well marked by light beacons to 

2 of Bandar Mahshahr, at Beacon No. 4. All port hand lights flash 

ee ai starboard hand lights flash white. Distance from Bandar Imam 

ave Anchorage to Bandar Mahshahr about 7 miles. Before arriving 

-_ Mahshahr, the accommodation ladder must be taken in and 
b wos side cleared for tugs and berthing. 

[CHORAGE: No anchorages in Bandar Mahshahr or Bandar 

roadstead. Inward bound vessels must anchor on Northern 

wg of KNOF Musa Channel, West of Bandar Imam Khomeini, and await 

»* i| Company Berthing Master. 
yo of O P 

AND TIDE: ; ; 
oy Musa Bar: Classified as Standard Port in Admiralty Tide Tables, 
syne Il. Tidal predictions considerably affected by strong winds. 
yatons up to 3 hours in time, and 3.5 ft. in height have been recorded. 

“@-westerly winds tend to lower level and retard predicted times of 
* and low waters; South-Easterly winds have opposite effect. At Khor 
Pua, MHHW has rise of 11.6 ft. and MLHW has rise of 9.6 ft. above 
ast datum. Rise of tide at bar is also given by automatic tide indicator 
“ssished near inner Khor Musa Buoy No. 8. Masters may obtain 
agected depth of water on Khor Musa Bar at any time by telephone to 
werne Operations Office, Mahshahr, 4264. 
ow Musa: Tidal range increases between bar and Mahshahr. 
yeemum tidal velocities in Khor Musa about 3.5 knots on flood and 
isinots on ebb, at bend near Inner Khor Musa Beacon No. 18. 

» Ports of Imam Khomeini and Mahshahr: Average time high water is 

sur 35 minutes later, and low water 16 minutes later than on Bar. 

HW has rise of 17.0 ft., and MLHW rise of 14.6 ft. above Mahshahr 

datum. 

por Terminal: N.W. prevailing winds blow across jetties, from 
soe. On average, 60% of prevailing winds from N.W., 30% from S.E., 
of 10% variable. N.W. and S.E. winds frequently reach Force 8, but 
ends from other directions normally do not exceed Force 4. Maximum 
wirange 18.9 ft. At springs, flood tide has velocity of 2 knots and ebb 
we velocity 3 knots. 

WAX, SIZE: Max. LOA 780 ft. Max. permissible draft at Khor Musa Bar 
sft. Depths in tanker berths vary from 37 ft. at Berth No. 4 up to 
5f. at Berth No. 6. 

Vessel up to 740 ft. LOA can be berthed day or night at any stage of 
te tide. Vessels lengths 741 ft. — 780 ft. can only be berthed during 
ayight hours flood tide and unberthed on flood tide day or night. 
LTH: Owners should check with Agent respecting any recent 
soosition of anti-epidemic regulations and requirements for additional 
sections for crew members. Medical Officer boards at Imam Khomeini 
‘ehorage. Subject no infectious diseases reported on board during 
wyage, Medical Officer will grant Pratique. 

RADIO: Oil company has coastal radio station at Abadan, call sign EQZ. 
sation handles messages to and from oil ports of Mahshahr, Abadan, 
(harg Island and Cyrus Terminal. 

\omination and Loading Orders: Signalled by lranmash on receipt of 
wssel's first ETA. Vessels should signal tentative ETA Khor Musa Bar, 
Yhours in advance, confirming ETA not less than 48 hours before 
swval Khor Musa Pilot Vessel Station. 

*adio Watches: Continuous watch on 500 kHz to be maintained at all 
‘mes while navigating Khor Musa waterway, and ordinary listening 
taiches maintained when at anchor. 

‘HF: Mahshahr Terminal equipped with International Maritime VHF/FM 
‘ao Telephone Service, using standard international frequencies. 
‘esters recommended use this facility when within range of Mahshahr 
eminal. Channels available on continuous watch basis: 

No. 16 Safety and Calling. 

No. 12 Port use, tankers and tugs. 

No. 20 Port use, telephone extension. 

No. 26 Port use, telephone extension. 

htial contact should be made on Channel 16 and then transfer to 
Dennel 12 for port operations, or Channel 20 or 26 for telephone extension. 
NGS: 3 tugs at terminal, all of 1,500 b.h.p., all fully equipped for fire 
‘Ving. Incoming ships are met by tugs in channel about 1 mile below 
ilimits. 2 tugs always used berthing, and 1 or 2 unberthing, according 
‘sate of tide and direction of ship’s head. Vessels take tug's ropes. 
ERTHING: Vessels arriving on flood tide berthed starboard side to 
*), vessels arriving on ebb tide berth port side to jetty. 6 bulk loading 
"8S, each fitted with Woodfield loading unit. 10 in. loading arms, 6 in. 
‘ter arms. Minimum number mooring ropes or wires required is 14, 
Stolows: (Forward) — 4 head ropes, 2 breast ropes, 1 back spring. 
at) ~ 4 stern ropes, 2 breast ropes, 1 back spring. For additional 
“uty 1 extra breast line forward and aft should be used. Unless 
‘tests of adequate strength line are used, there is every possibility of 
®ssel when in light condition being blown off jetty by N.W. wind and 
maging loading equipment. 

Maximum loading rates are: 


Liquid propane/butane 1,500 t.p.h 
Aviation gasolines 700 t.p.h 
White spirits (solvent) 400 t.p.h 
lor gasolines 2,200 t.p.h 
Motor gasoline (over 
the rail blending) 400 t.p.h 
Naphtha 2,100 t.p.h 
Turbine fuels 1,600 t.p.h 
Kerosenes 1,500 t.p.h 
Gas oils 2,500 t.p.h 
rine diesels 700 t.p.h. 
6 Uel oils 5,000 t.p.h. 
tle LOADING: Propane and Butane Gas is loaded at No. 6 Jetty at a 
Sula 1,500 t.p.h. Propane and Butane cannot be loaded 
neously 


a 16 in. fixed Chicksan liquid and vapour return arms are used for 
tay % Certain ships are limited to one-side berthing only. To avoid 

y vessels, it is advisable to have vapour return connections on 
$ of liquid connection on board. 
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Terminal has available a series of ASA Standard reducers and adapters. 

Loading temperature of Propane is about minus 48°F., and Butane is 
about minus 23°F. 
MEDICAL: No medical facilities at terminal. Agents may arrange medical 
attention through Oil Company clinic in Abadan. In event hospital 
treatment required, patient would be taken to Abadan. 
BALLAST: Tankers may discharge ballast ashore at Jetty Nos. 1, 2, 5 
and 6. Ballast received at rate of 2,000 t.p.h. Slops and residues at rate 
of 200 t.p.h. 
FRESH WATER: Limited supply of potable water available at all jetties, 
but supply very limited during months June to October. 
FUEL: Not available. 
FIRE PRECAUTIONS: On arrival Imam Khomeini Anchorage, Master 
is given 6 copies of Fire and Safety Regulations. Fire Station and 
Emergency tel. 4111. 
REPAIRS: No repair facilities at Mahshahr or Imam Khomeini. In 
emergency, the Oil Company may be able to undertake minor repairs. 
No main engine repairs whilst alongside loading jetties without 
permission from Terminal Superintendent. 
CUSTOMS ALLOWANCES: Reasonable quantity spirits and tobacco 
for consumption in port may be issued prior sealing store rooms. Strict 
supervision imposed by Customs and prohibited items, particularly 
tobacco and cigarettes, should not be taken ashore in excess of 
50 cigarettes, or cigars, or 1 0z. tobacco. 
TIME: GMT plus 3.5 hours. 
TELEPHONES: Available at each jetty. If requested, telephone may be 
placed aboard. 
SHORE LEAVE: Restricted to foreshore area only. Recreation centre 
opposite No. 2 Jetty. 
CURRENCY: The unit of currency is the Iranian Rial. It is illegal to use 
any other than Iranian currency ashore and heavy fines have been 
imposed for infringement of this regulation. Masters are requested to 
bring this matter to the individual notice of their officers and crew. 
Currency denominations are: 

Notes: 10,000, 5,000, 1,000, 500, 200, 100, 50 rials. 

Coins: 20, 10, 5, 2 and 1 rial. 


Report: 1994. 
Berths Characteristics: 
Max. Max.Summer Max. Max. 
Berth LOA d.w.t Draft Depth 
No. (m.) (tonnes) (m.) (m.) 
1 236 35,000 12.20 13.40 
2 238 45,000 12.20 
3 225 50,000 12.30 12.90 
4 225 40,000 11.20 11.80 
5 230 55,000 12.20 13.00 
6 230 60,000 12.20 13.30 
AUTHORITY: National Iranian Oil Co. Bandar Mahshahr. 
AGENT: See “Bandar Abbas/Kharg Island”. 
BUSHIRE: 28.59 N. 50.50 E. (See Plan) 


Note: Jetties and port facilites are operational and no major damage has 
been caused to the port facilities. 


DOCUMENTS: 
Quarantine Officer 

Crew List (1 copy, also all crew vaccination cards for inspection). 
Customs Officer 

Crew List (2 copies). 

Stores List (2 copies). 

Port Authority 

Crew List (1 copy). 
Agents 

Crew List (2 copies). 

In order to avoid any delay in entering and discharging, the following 
documents must be sent by all loading port Agents to Bushire Agents 
(via Khorramshahr) as far in advance of vessel's arrival as possible: 

Cargo Manifest (8 copies). 

Freight Manifest (2 copies). 

B/L Copies (2 copies each). 

All cargo shown on manifest must be landed at the port, and it is 
therefore essential that short-shipments, cancellations, diversions, etc. 
(if any) be reported as early as possible and manifest should be 
corrected before submission to Port Authorities to avoid payment of 
fines. Stowage plans and hatch lists should also be sent ahead, giving 
ample time to be studied by Cargo Supervisor for unloading 
arrangements. 

PILOTAGE: Compulsory. Application for Pilot to be made well in 
advance through Bushire Port Radio EQM, 500 kHz. Agents may also 
arrange pilotage but should be advised of ETA well in advance. 
ANCHORAGE: In outer port in (approx.) position Lat. 28° 57’ 30" N., 
Long. 50° 43’ 20” E. 

RESTRICTIONS: Entry and departure day or night. Depth in outer 
channel 10.0 m. at LW. Depth of inner channel, 28.6 ft. at LW and 35 ft. 
at HW. 

The depth alongside the berth is 30 ft. at LW and 37 ft. at HW. 
MAX. SIZE: LOA 600 ft. Max. draft 27 ft. 

RADIO: Bushire Port Radio EQM, 500 kHz. Telex number of port 
0332108 BDBU IR. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng, 


VHF: VHF radio, operating on International VHF Marine Channels 13, 
16 and 25. MF call sign EQM available at following zone times: 0500 to 
0800 hrs. and 1200 to 1500 hrs. 
TUGS: Normally used. 2 tugs of 1,200 h.p. and 1 tug of 2,400 h.p. 
BERTHING: Jetty 348 m. long. 
Max. draft No. 1 Jetty — 27 ft. 
No. 2 Jetty — 28.6 ft. 
Dolphins — 24.6 ft. 
Navy Jetty — 28.2 ft. 
Northern Jetty — 24.6 ft. 
MEDICAL: 24 hours advance notice of medical requirements to be 
passed to Agents. Doctor available for vaccinations and inoculations. 
TANKERS: Tankers berth at the Northern Jetty. 
FRESH WATER: Available at berths ex-pipeline. 
FUEL: Not available. 
HATCHES: To be opened and closed by shore labour. 
CUSTOMS: Customs Officer will seal the store room. All liquor and 
cigarette stocks will be placed under bond and reasonable ship's 
requirements should be taken from store before sealing. 
CONSULS: None. 
REPAIRS: Minor repairs possible by local workshops. 
CARGO GEAR: 
4 cranes up to 5 tons. 
3 cranes up to 5/10 tons. 
1 crane up to 10/15 tons. 
5 cranes up to 20/30 tons. 
2 cranes over 50 tons. 
1 crane up to 16 tons. 
2 cranes up to 30/40 tons. 
7 forklifts 2/3 tons. 
5 forklifts 3/4 tons. 
2 forklifts 4 tons. 
2 forklifts 13 tons. 
5 forklifts 10 tons. 
AIRPORT: 7 km. from port. Regular flights. 
TIME: GMT plus 3.5 hours. 
TELEPHONES: May be connected on board. 
SHORE LEAVE: Permitted. 
IDENTIFICATION CARDS: According to regulations in force seamen 
should hold shore pass issued by respective Agents and signed by the 
Port Health, Port Police and local town Police authorities. All shore 
passes should bear a photograph of the holder, in order to facilitate 
checking at exit of port area. It is therefore necessary for officers and 
crew to have a photograph ready on arrival at the port to facilitate 
obtaining shore passes. 
DELAYS: Occasional delays awaiting berth turn. 
CIRCULAR: Issued by Ports and Shipping Organisation — Bushire 
Directorate. 
LO: Master ONMVINM ics sc < ag acs proce cig'ee 
We would like to draw your kind attention that polluting Iranian 
territorial waters with garbage or wastes is prohibited (same as other 
pollutants), therefore reception facilities will be available to collect all 
waste and garbage from all vessels as follows: 
1. Collecting garbage will be carried out 3 times per week. 
2. Reception facilities will be available at more than above mentioned 
times, upon Master or Ships Agencies request. 
3. Collected waste and garbage shall be handed to Bushire Port 
Officials who approach your vessel. 
4. Use of said facilities will be compulsory. 
5. Related expenses will be charged to all vessels (used/not used) 
according to Bushire Port Directorate tariff. 
The Master shall be responsible for following the provision of this 
Circular. 
Penalty will be charged against those violating this Circular in 
accordance with Iran's existing legal regulations. 


SHIPMASTER’S REPORT: 1977 (Updated 1994). 

Vessel discharged 726 metric tonnes of crane parts in 2 days 
(4 hatches). 

ETA: To be given at least 7 days in advance through Bahrain Radio as 
telegrams take 2 days. From the outer anchorage the following Telegram 
must be sent to “Port Director Bushire” via Bushire Radio EQM 500 
kHz: Anchor time, Draft, Length, Breadth, Cargo, Last Port. 
Outer anchorage: Buoy No. 2 of fairway bearing 130° and 250° to the 
prohibited area in 10 m. to 20 m. water. The anchorage is not protected, 
but the holding ground is good, even in bad weather. 
Pilots: The Pilot comes by a fast blue boat to the outer anchorage. There 
is 1 Pilot, also assistant and 1 docking master with 1 assistant, they 
only come out in daytime and good weather. 
epi There are 2 small and 1 large tugboat, which are used for turning 
the ship. 
Pier: The 348 m. long pier has good wooden and rubber fenders and 
sufficient bollards. Ships always berth port side alongside. The starboard 
anchor is used for turning. 
Clearance: The following documents are necessary: 

5 Crew Lists. 

1 Health Clearance. 

1 Vaccination List (cholera). 

1 Stores List. 

1 Crew Effects List. 

The stores and the radio-room are sealed, beer is not sealed. 
Immigration: The immigration officials do not come aboard, the Agent 
takes all Seamen's Books ashore and exchanges them for shore passes 
which are valid from 0600 hrs. until 2200 hrs. while the ship is in port. 
Before leaving the seamen's books will be returned in exchange for the 
shore-passes. 

Provisions: Fruit and fish can be obtained, good quality and low prices 
at the local market. 
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Water: Water from the pier in any quantity and good quality. The 

— pressure is only enough for heights of about 3 m. to 4 m., SO tha 
“tricks” must be used by larger ships. . 
Doctor: 24 hour's advance notice required. 

Sea Protest: Notary public available, no consulates. 

Bunkers: Not available. 

Repairs: Were urgently required by the vessel and confirmed Dy Ay 
but nobody came on board. 

Photographs: Taking of pictures not allowed, as Bushire is Mili 
Crew-change: Very easy and can be done even on the outer a: 
when the ship has no clearance. The crew coming without Celay dy 
from the airport to the ship in a launch (4 hours). 


ast oe OAM CO hm < HA 


AUTHORITY: See “General” before first port. 
AGENT: See “Bandar Abbas/Kharg Island”. 


————— 


CHAH-BAHAR: 25.17 N. 60.37 E. 


ANCHORAGE: 
Latitude: 25° 22’ N. 
Latitude: 25° 22’ N. 


(See Py 


Longitude: 60° 30’ E. 

Longitude: 60° 33’ E. 
Latitude: 25° 18’ N. Longitude: 60° 30’ E. 
Latitude: 25° 18’ N. Longitude: 60° 33’ E. 

MAX. SIZE: Max. size 10,000 d.w.t. — 25,000 d.w.t. Max. draft 23 

HHW. LOA 180 m. | 

VHF: All ships destinated to the Chah-Bahar Port are requested; 

Chah-Bahar on VHF Channel 16 between 0700 to 1900 hrs. locals 

TUGS: 32,500 h.p. | 

BERTHING: 4 berths with total length 600 m., depth 9.0 m. - 11) 

for vessels up to 25,000 d.w.t. 

FRESH WATER: Available. 

FUEL: Available. 

DEVELOPMENTS: Considerable development is taking place, ay) 

port is expected to become of considerable importance in the futue) 

date for expected completion of various development work be 

undertaken has been received, but we understand that the follow 

plans have been made:— 

A Container Terminal with length of 270m., a warehous 
9,000 sq. m. and an open area of 60,000 sq. m., suitable for vesse 
up to 30,000 d.w.t. 

Two Jetties for general cargoes. Length of jetties to be 360m¥ 
warehouses of 54,000 sq.m., and an open area of 60,000 s: 
suitable for vessels of up to 20,000 d.w.t. 

One Bunkering Jetty. Length of jetty 300m. and suitate 
accommodate vessels of up to 30,000 d.w.t. 


SHIP’S OFFICER’S REPORT: May 1983 (Updated 1994). 
Approaches: The approaches to Char-Bahar from the East, Wess 
South are straightforward, as far as the Outer Anchorage Areas, we 
a Pilot will embark. There is a buoy in position Lat. 25° 14.8’ N. 
60° 29.6’ E., and marks a 16 m. obstruction to the North of it. 

There is a Fl. 10s. 16M. light on Damagheh ye Chah-Bahar Pr 
this is at the present time unlit, and the Racon on the point has nott® 
observed either. 

The light on Damagheh ye Puzim is Fl. (1) 15s. 30m. 10M.® 
working at present. 

The coastline also offers a good radar target, on both sides 0? 
bay. 
Pilotage: Pilotage is compulsory (to the best of my knowledge), the” 
boards the vessel at anchor to the South of Damagheh ye Chah-5# 
Point, and takes the vessels to the anchorage within the bay # 
Admiralty Chart No. 145). . 

The pilot boat is merely an open boat. International code flag G* 
to be flown by vessels requiring a Pilot. 
Anchorages: The anchorage where vessels have been discharg" 
bounded by the following positions: Lat. 25° 22’ N., Long. 60°): 
Lat. 25° 22’ N., Long. 60°33’ E.; Lat. 25° 18’ N., Long. 60°9)' 
Lat. 25° 18’ N., Long. 60° 33’ E. 

The bottom is soft mud, and the minimum charted depth is 103° 
VHF: There is a Port Control Office situated in Konarak, the detals* 

Frequency: VHF Channel 16, Channel 14. 

Hours: 0600-1330 hrs., 1430-1830 hrs. local time. 

Call: Konarak Port Control. 
Tugs: There are 3 tugs at the port, however, they appear to be in 
in the port construction. No further information is known 
horsepower, etc. 
Berthing: There is extensive work being carried out at CharSé 
however at present there are no berths open to vessels, 4 
due to be completed within the space of 4 months approximately 
these berths are open the main cargoes to be handled are 
and fertiliser, for distribution within this Southern area of Iran. ¥® 
are however being discharged at anchor into barges and thei cont 
being taken to Konarak. 
Medical: There is a hospital at Char-Bahar, with limited facilities 
Fresh Water: Delivered by barge at a rate of 500 tons per day. 
Fuel: Diesel oil available by barge. 
Repairs: Not available. 
Cargo Gear: Ship's gear used at anchorage. 
Repatriation: Possible from Char-Bahar and Konarak, however, 
can be experienced as personnel have to fly to Tehran. 6 
Airport: The airport is at Konarak, and has 5 flights to Tehran pe 
but not on Sundays and Tuesdays. Flights from Tehran are stil # 
Time: GMT plus 3.5 hours. 
Holidays: No work is carried out on Fridays. 


teave: Shore leave is not permitted, any person visiting the 
sot eg. doctor, has to accompanied by the vessel's Agent. 
® pons: Vessels are not permitted to leave Char-Bahar without 
ee papers from the Harbour Master. 
- Delays of varying lengths can be expected. 
‘pera: From approximately mid June all facilities are closed down at 
=pghar due to the S.W. Monsoon, as the working anchorage is 
cd py the S'ly swell that develops. Ships waiting here to proceed 
gandar Abbas, will also be despatched as the Agents, etc. also close 
5 and the whole port set-up is then non-operational. 
sys stores are not available at Char-Bahar. 
a The main Port Administration takes place at Konarak, where 
swe 's a Harbour Master's Office and radio station. 

The main Agents at Char-Bahar appear to be Shipping Co., 
“yan. There are no telex facilities ashore, however there are no 
<pcions placed on vessels who wish to use their own radio 


gupment 


ASTER’S REPORT: January 1984 (Updated 1994). 
ienoring: 3 nautical miles East of the buoy at about Lat. 25° 15.5’ N., 
sng, 60° 29.5" E. off Ras Pusim. 
tt Unsheltered Port (Port Facilities under development). No bad 
water docking. Max. draft 31 ft. Max. length 200 m. Density 1026.0. 
set Pilotage compulsory, will be advised by Port Control and meets 
«sel at the anchorage. Pilot comes out by tug. 
«© Char-Bahar Port Control on Channels 16 and 12. 
igs 1 tug of 2,500 hp (“Ramassan”). Tug lines available, no line 
pages. 
| jeumonts: 7 Crew Lists, 7 Passenger Lists, 7 Stores Lists, 
*yaccination Lists (Cards for inspection, Cholera obligatory), 7 Cargo 
aniests, last draft survey from loading port for bulk carrier, Ship's 
sety Certificates for inspection (Rats, Cargo, etc.). 
ath: From other Iranian ports no clearance formalities necessary. 
tom sea clearance is effected before coming alongside and arrival. 
aio: Via Radio Char Bahar “EQJ”. 
dscharging: Only by ship's gear. Port Authorities have to be informed 
out cargo gear type (Cranes or derricks). No shore facilities. In case 
yemergency 1 crane of 75 tons lifting capacity available. Bulk cargo 
ischarging rate about 2,000 tons per day, will be carried away by lorry. 
sevedore chief has to be accommodated and fed. 
\edical: Facilities available (Doctor, Ambulance). Emergency cases are 
gntto Tehran (Inform Port Authorities). 
sty Consists of two pontoons on legs, connected by a bridge. Size of 
moons 150 m. by 30 m., bridge length 90 m. 8 bollards on pontoon 
ips side. 
*esh Water: Will be delivered by truck, rate about 30 tons max. per 
ay. (Line under construction). 
‘et Diesel oil by truck. Prices above international rate to keep supply 
owuntil Line and Stores are ready (now under construction). 
Consul: None. 
*epairs: Not possible. 
jngway/Deck watchmen: Supplied by Shore. Rate about 4,000 Rials 
we day. 
‘ches: Opening and closing carried out by crew. 
tustoms Allowances: Customs Officer will seal all store rooms. 
*asonable ships requirements (Cigarettes) should be taken out before 
saling. 200 Cigarettes Allowance per week per crew member. 
*epatriation: Can be arranged by agent. 
‘port: Konarak Airbase. Daily flight from Bandar Abbas and Tehran 
no back. Konarak lies about 70 km. from Char-Bahar. 
me: Iranian Time 3.5 hours minus UTC. 
“eohone: 24 hours through Char Bahar Radio. 
“vices: Provisions from local market at reasonable prices. Garbage 
"moval available. 
%ore Leave: By shore passes (photograph to be included). 
“horities: Port and Shipping Organisation. J. Khalaj (Port Director). 


MPMASTER’S REPORT: January 1987 (Updated 1994). 

The following is an update of the “Shipmaster's Report — dated 

wary 1984". Items not remarked upon are the same. 

‘Drafts at berths are different, no dredging has been done for years. 

&imum depth is no more than 9.0 m. In any case a vessel must not 

"ve here with d.w.t. of more than 25,000 tonnes, otherwise vessel will 

“directed to other Iranian ports for lightening. 

48: 22,500 h.p. 

“scharging: Most cargo discharged here is on direct delivery basis and 

"#8 are severe problems regarding lorries. Rate of discharge for bulk 

08s varies between 2,000 tons to 3,000 tons, general cargo about 

00 tons and iron ore about 3,000 tons per day. 

eh Water: Should be tested before filling ship's tanks. 

“8! Twice the price of current market price. 

'sephones: Telephone exchange ashore provides international calls. 

-*8 is no delay to Europe and U.S.A. 

ations: Strict Islamic Regulations to be adhered to especially for 

“es onboard. They must not be seen outside the accommodation 
Proper Islamic cover. 


NTHORITY: See “General” before first port. 
SENT: See “Bandar Abbas/Kharg Island”. 


KHARG ISLAND: 29.14 N. 50.19 E. 


IRAN 
(See Plan) 


Below is the latest information regarding operational jetties at Kharg 
Island: 
Further to recent repairs at Kharg Island Terminal, please note Jetties 
No. 3 and 5 at “T" Jetty became operational during April 1994. 
Below is the current position of operational jetties at Kharg Island: 
Berth No. 15 at Sea Island: 
FF 
2. Max. draft 100 ft. (31 m.). 


J 


J 
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tty No. 3 at “T” Jetty — Kharg 


Loading arms 416 in. 


Max. loading rate 20,000 t.p.h. (at present). 

Max. displacement 250,000 tonnes. 

Max. d.w.t. 550,000 tonnes full cargo. 

No LOA restriction. 

No beam restriction. 

Height of manifold 100 ft. 

Measuring by meter from 4th May 1994. 

Island: 

Loading arms 3X16 in. and 2x12 in. (first and last are 12 in.). 


. Max. sailing draft 68 ft. 


Max. loading rate 
8,000 t.p.h.). 
Max. displacement 200,000 tonnes (under review). 
D.w.t. minimum 100,000, maximum 275,000 tonnes (for loading part 
cargo, bigger d.w.t. acceptable). 
No LOA restriction. 
No beam restriction. 
Manual measuring and not with meter. 
No. 5 at “T” Jetty — Kharg Island: 
Loading arms 316 in. and 2x12 in. (first and last are 12 in.). 


rate approximately 10,000 t.p.h. (normal 


. Max. sailing draft 59 ft. 


Max. loading rate approximately 10,000 t.p.h. rate 


8,000 t.p.h.). 


(normal 


. Max. displacement 200,000 tonnes (under review). 


D.w.t. minimum 100,000, maximum 275,000 tonnes (for loading part 
cargo, bigger d.w.t. acceptable). 

No LOA restriction. 

No beam restriction. 


8. Max. height of manifold 75 ft. 
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Manual measuring and not with meter. 


Motherships: Only mothership “Damavand” for export of Lavan Blend 
Crude Oil from Kharg Island. 
SPM: 

SPM 1: For loading heavy crude oil only. 

SPM 2: For loading light crude oil only. 

250,000 d.w.t. with 2 hawsers for SPM 1/SPM 2, ships accepted with 
max. 250,000 d.w.t. 

Manifold connection 216 in. (only one SPM is operational at one 
time due to only one set of hawsers available). 
Other restrictions: All vessels calling Kharg Island need following items 
on board: 
(A) Minimum 8 lines each end with rope tails of approximately 10.0 m. 


at the end. 


(B) 3x12 in. and 216 in. reducers. 
(C) Derricks or cranes must be functional on both sides. 


A. DOROOD TERMINAL (DARIUS TERMINAL). Oil-loading terminal of 
Iranian Offshore Oil Company. (1.0.0.C.). 

B. KHARG TERMINAL. Oil-loading terminal of the National Iranian Oil 
Company. Including Sea Island Terminal. 

C. KHEMCO TERMINAL. Loading terminal of Kharg Chemical Co. 


GENERAL: (Items common to all Terminals): There are no ballast 
disposal facilities at Kharg and it is of the utmost importance that all 
vessels arriving at the anchorage should ensure that all water ballast 
and pipelines are completely clean. 
FLAG: All vessels required to fly Iranian Ensign on foremast during 
daylight hours in Iranian waters. Iranian territorial waters extend 12 miles 
seaward from mainland and adjacent islands. Iranian flags may be 
obtained from Agent. 
DOCUMENTS: 

Bill of Health (Certified by Iranian Consulate at port of origin or port 


of call. If no Iranian Consul available, the legalisation fees are 
payable at Kharg Island). 


Health Declaration (International Health Form to be filled out by Master 


on arrival). 


Manifest (if with cargo certified by Iranian Consul (See “Bill of Health” 


above). If vessel is in ballast, no legalisation fees due). 


Clearance (from last port). 

Register. 

Crew List. 

Passenger Manifest (if any passengers are on board). 

Stores List. 

Bonded Stores List. 

APPROACHES: Vessels approaching Kharg from South, should keep 
at least 2 miles to East of Island. Vessels approaching Kharg from North 
should keep to West of Island, as Kharg Island to the North is very low 
lying and difficult to see at night until dangerously close-to. 

Landfall: 3 high gas flare towers, 2 in the South and 1 to the North of 
the Island, make a most conspicuous landfall. At night, from a distance, 
the light from these flares tends to obliterate the various navigation lights. 
At night the glow from the 3 gas flares is visible from great distance, far 
beyond the range of any navigation lights. However on occasions, 1 or 
more or all of the flares may not be burning, making the main navigation 
lights more readily visible. 

Navigational Dangers: Eastern coast is open and free from navigational 
dangers, except for coral reef, which extends for about 0.25 miles 
seawards along whole coast line. To S.W. of Island, numerous oil 
platforms in positions up to 5 miles offshore. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng, 


Kharg South Beacon: Lat. 29° 12' 46”N., Long. 50°19’ 15” E. At 
Southern end of Island, rotating white light, on steel tower, 295 ft. above 
MHHW, 2 flashes every 12 seconds, visibility 24 miles. Obscured by 
high ground and oil tanks between 151° and 215° from seaward. Light 
beam partly diverged upwards for aircraft. This is the main navigation 
light for Kharg area. 

Kharg North Beacon: Lat. 20°15’ 02”N., Long. 50°18’ 18” E. At 
Northern end of Island, white light on steel tower, 261 ft. above MHHW, 
2 flashes every 6 seconds, visibility 12 miles. Obscured by high ground 
and oil installations between 330° and 352° from seaward. 

Khargu Beacon: Lat. 29° 20’ 20” N., Long. 50° 21’ 18” E. At Northern 
end of Khargu Island, on a steel tower 59 ft. above MHHW, a white light 
with 10° red sectors towards Ganaveh and Kharg Island to indicate 
general directions of submarine pipelines, 3 flashes every 8 seconds, 
visibility, 10 miles red sector, 15 miles white sector. Obscured between 
011° and 041° from seaward by Kharg Island. Radar reflectors fitted to 
North and East sides of tower top. 

Ganaveh Beacon: Lat. 29° 35’ 20” N., Long. 50° 29’ 50” E. On mainland, 
at start of submarine pipelines to Island, 2 miles N.W. of Ganaveh village, 
on steel tower, white light with 10° red sector along general direction of 
submarine pipelines, 1 flash every 5 seconds, visibility 10 miles red 
sector, 15 miles white sector. Light beam partly diverged upwards for 
aircraft. 

South-East Buoy: Lat. 29° 11’ 29” N., Long. 50° 19’ 51” E. Red can buoy, 
white light, 1 flash every 2 seconds. Near edge of reef, S.E. Kharg Island 
in 54 ft. of water. 

North-East Buoy: Lat. 29° 14’ 51” N., Long. 50° 20’ 10” E. Red conical 
buoy, white light, 1 flash every 6 seconds. On Northern boundary of port 
limits. 

Channel Buoy: Lat. 29° 16’ 12” N., Long. 50° 20’ 27” E. Red conical 
buoy, white light, 1 flash every 3 seconds. In Eastern end of channel 
between Kharg and Khargu Island. 

Radio Masts: At South end of Kharg Island a high radio mast painted 
red and white positioned at Lat. 29° 12’ 47” N., Long. 50° 19’ 15”E., 
approximate elevation 510 ft. Fitted with fixed red lights. Another radio 
mast, also painted red and white, positioned at Lat. 29° 14’ 10” N., Long. 
50° 18’ 26” E., approximate elevation 367 ft., fitted with fixed red light. 
Dideban Tomb: On highest point of Kharg Island, Lat. 29° 14’ 57” N., 
Long. 50° 18’ 29” E., a small domed building located, elevation 290 ft. 
Mir Muhammad Tomb: On N.E. part of Kharg Island at Lat. 29° 15’ 
10” N., Long. 50° 18’ 46” E., conical shaped tower surmounted by small 
dome, elevation 165 ft. 

Khargu Trees: On Khargu Island at Lat. 29° 18’ 45” N., Long. 50° 20’ 
30” E., a small group of trees, only ones on island, visible from long 
distances. 

Notice Boards: On North, S.E. coast and S.W. of Kharg Island and 
along coasts of Khargu Island, large white notice boards indicating 
prohibited anchorages surrounding submarine pipelines. 

Port Area: The area within: 


29° 12’ 23” N. 29° 14’ 53” N. 
50° 18’ 36” E. 50? 21 t7E: 
29° 12’ 21” N. 29° 14’ 53” N. 
50° 21’ 40” E. 50° 20’ 20” E. 


Offshore from Kharg Island has been proclaimed a port area. Port area 
used by vessels manoeuvring to and from oil-loading terminals. The 
whole of area within port limits declared a Prohibited Anchorage, and, 
a Restricted Manoeuvring Area. Vessels must not enter within port limits 
unless Berthing Master is on Board. 

PILOTAGE: Vessels should proceed to Eastern Anchorage, outside port 
limits (Prohibited Anchorage and Manoeuvring Area) approximately 
1.5 miles East of oil loading jetty, and await arrival of Berthing Master. 
ANCHORAGE: The approved Anchorage Area is to East of Eastern 
boundary of Port Limits, where holding ground is good. All vessels on 


arrival at Kharg must proceed to anchorage area and await instructions. 


Prohibited Anchorages: 3 Prohibited Anchorages in the Kharg Area: 

(a) Submarine Pipe-lines: Anchorage prohibited in vicinity of 
submarine oil pipelines laid between North coast of Kharg Island and 
mainland near Ganaveh. 

(b) Offshore Oil Platforms: Anchorage prohibited to S.W. of Kharg 
Island in vicinity of numerous oil wells and drilling platforms extending 
5 miles or more out to sea. 

(c) Harbour Area (East): The area surrounding the “T” jetty and 
extending approximately 2.5 km. offshore from the East coast has been 
declared as a Harbour Area. 

(d) Harbour Area (West): The area surrounding the sea island and 
extending to a distance of approximately 4 km. offshore has been 
declared as a Harbour Area. The Harbour Area is used by vessels 
manoeuvring to and from the oil loading jetty. No vessel is allowed to 
enter or anchor within these areas unless a Berthing Master is on board. 
Cautions: (a) Unlit mooring buoys at S.E. of Kharg Island (see Dorood 
Terminal). (b) Oil Platforms to S.W. of Kharg Island. (c) Aircraft approach 
lane S.E. of a point mid-way between Naval Boat Harbour and Kharg 
North Buoy, in N.W. corner of Port Area. 

HEALTH: Tankers calling at Kharg Island and requiring Radio Pratique 
pire cable Agents 48 hours prior to arrival advising the following 
letails: 

(a) Number of persons on board, including Master and passengers. 

(b) Last port of call. 

(c) Ports of call during the voyage. 

(d) Duration of voyage. 

(e) If any person on board requires vaccination against cholera. 

(f) If there has been any case of illness of contagious nature. 

If approved, the Master will be notified and the vessel will be allowed 

to enter port without yellow flag or night quarantine signal. 
RADIO: Vessels bound for Kharg Terminal should prefix messages with 
“NIOC Kharg”, and vessels bound Dorood Terminal should prefix with 
“NIOC for 1.0.0.C. Kharg”, in both cases with copy to Agents. Terminal 
on Telex No. 212770. 
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Radio Watches: While at anchor off Kharg Island, vessels 
maintain normal listening watches on WT, and Kharg Terminaj a 
Use of the ship's radio station and/or battery-charging Quip, 
prohibited during cargo transfer operations. 

Arrival Information: 

We quote below text of a message received from Gulf Agen 
(Iran) Ltd. in Crawley, U.K. ; 
Quote: 

These procedures are general guidelines and will not 
specific instructions and/or procedures advised by Owners/Chat, 
or NIOC through their customers. 

Master should contact Bandar Abbas Port Radio (EQI) and State 

Ship's name and Voyage No. 
Flag. 
Call sign. 
Kind of vessel/g.r.t./n.r.t./d.w.t. 
Master's name and No. of crew. | 
Port of Register and Official Number. 
Loading or discharging port(s). 
| 


~S. 


Expected time and date of passing Hormoze. 
Ship's speed. 

Last port/destination. 

ETA Kharg Island (for tankers). 

Reason for call/cargo to load — cargo requirement. 
If Pilot required. 

Vessels nominated for crude oil liftings are requested to informs 
Authorities 72 hours before their arrival, the actual time they are 
to tender Notice of Readiness. NIOC will not be responsible for des 
etc., if this Notice is not sent. 

Vessels are required by NIOC Tehran and Kharg Island toe 
following information 36 hours before arrival: (Telex No. of NIOC Tes 
is 212177, 212248 A/B NIOC (Cable Naft Melli Tehran) and NIOC Ky 
Island No. 332380/81 A/B NMKG IR (Cable Naft Melli Hkarg Island)» 
Harbour Master Kharg Island Telex No. 332380.) 

Please also send copy of messages to this office (Telex No. 879 
GAC UK G). 

. ETA Kharg Island. 

. Cargo requirements and supplier. 

. If loading two grades, indicate sequence of loading. 

. Arrival and departure drafts, forward and aft. 

. Deballasting time before loading. 

Height of manifold above sea level when vessel is ready to lox 

. Loading rate. 

. Summer d.w.t. and arrival displacement. 

. LOA and distance from bow to centre of manifold. 

10. Condition of derricks or cranes, port and starboard. 

11. Condition of accommodation ladders, port and starboard. 

12. Mooring wires must be connected to a minimum 10.0 m. of m 
tails. 

13. Three reducers of 16 in. x 12 in. must be available on board 

14. International Nett Tegister Tonnage. 

15. Vessel registration and call sign. 

16. Master's name and nationality, and number of crew. 

17. Radio Free Pratique by Quarantine message addressed to * 
Health Kharg Iran’. 

18. There are oil pollution patrols by launch and helicopter are 
Kharg, ensure clean ballast and pipelines, no oily discharge ® 
any source allowed. 

19. All cargo tank cleanings must be closed while tugs alongside 

20. Port Safety Regulations rigorously enforced. 

21. Cable anchoring time and position. 

22. Report departure time from Kharg Anchorage on VHF Channe’ 

23. Terminal is operating on VHF Channel 12 and 77. 

24. Intership VHF traffic to be kept clear of Channels 12, 10, 148 
77, while in anchorage and alongside. 

25. Diesel, bunker fuel and fresh water not available at Kharg. 

26. EDP is available, vessels using EDP to cable ship's figures ¥° 
12 hours of saling. 

27. Ensure that all exhaust uptakes are clean before berthing to pret 
funnel sparking alongside. 

28. Propeller turning alongside must not exceed 5 r.p.m. and be si@ 
watched. 

29. Ensure that propeller is fully immersed and trim not exceeding 4!" 
by stern for safe manoeuvring. 

30. Pilot boarding by means of accommodation ladder oni * 
combination is required). 

31 Is I.G. system (where fitted) operating and oxygen content of 
tanks below 8%? 

32. Is vessel equipped with Smit Bracket for mooring to SPM? 

33. Is ship equipped with sufficient enclosed type fairleads suitad®’ 
ship to ship operation? 

34. Sufficient length of 3.5 in. wires must be available to be us®! 
emergency fire wires, forward and aft. 

35. Note that local time in Kharg Island is GMT plus 4.5 hours fron 
March till 21st September. 

36. Kharg Terminal Telex No. is 332380 NMKG IR. 

37. Agent is not authorised to give any cash advance to Masters ® 
to strict Government currency control. 

Unquote. 

VHF: Kharg Terminal equipped with VHF radio telephone, s 

international frequencies. Continuous watch kept on internat 

and emergency Channel 16, frequency 156.80 MHz. Other ; 

available after contact has been established are: Nos. 12, 11% 

Masters recommended use this facility when within range, 4 

when approaching port. In poor visibility, when vessel's approac® 

not be observed from shore, VHF communication may be the mé#* 

apt ep in mooring/berthing. y 

DENSITY/TIDE/WINDS: Salinity of sea approximately 20% — 

normal sea water. Surface temperature of sea ranges from 63°® ’ 

depending on season. The extreme tidal range between 7 and8 
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m rate of about 1.5 knots. Wind directions and velocity subject 
woange without warning and precautions necessary to avoid 


© es Heaviest seas and swells while in port are from N.E. through 


mm heights Tidal streams 
aT, =+10.4 ft. Slack water 10.75hrs. before HHW 
WLW = +1.8 ft. Ebb (full) 7.75 hrs. before HHW 
WLW = +3.6 ft Slack water 4.50 hrs. before HHW 
ysu = +4.1 ft Flood (full) 1.50 hrs. before HHW 
=+4,7 ft. Slack water 1.00 hr. after HHW 
uMHW =+6.5 ft. Ebb (max.) 3.75 hrs. after HHW 
wAT, =+8.2 ft. Slack water 6.50 hrs. after HHW 
nts in feet above Flood (max.) 9.50 hrs. after HHW 
Wart Datum Times are approximate only 


‘AL: Small hospital with clinic on Kharg operated by National 
wan Oil Company for minor medical treatment. More serious cases 
«wy nave to be sent by air to Abadan Hospital. Any medical services 
sured should be brought to attention of Medical Officer when he 
yards vessel to grant pratique. 
sESH WATER: Not available. 

AJEL; Not available. 

| stORES: Not available. 

sPAIRS: No facilities. 

jsTOMS ALLOWANCES: Present regulations allow each seaman to 
“an maximum 50 cigarettes or 1 ounce of tobacco or 5 cigars. The 
ssance of all smoking items must be collected and carefully listed prior 
| sarival. This list will be checked by Customs before sealing locker. If 
yy discrepancies, vessel subject to fine. 

yRPORT: Small airport used by Oil Company aircraft and Iran Air flights 
sand from Abadan. Due security arrangements movement of crew must 
programmed through Agent. 
™E: GMT plus 3.5 hours. GMT plus 4.5 hours from 21st March till 
dist September. 

DENTIFICATION CARDS: Each seaman will be issued with a pass 
wich will be punched when crossing the jetty limits going out and in, 
»d may be used once only. In addition to this pass, seamen should 
ay an Identification Card or Vaccination Certificate, bearing the 
owner's photograph. 

GARBAGE DISPOSAL: No facilities available. 
WASTE OIL DISPOSAL: No facilities available. 
SEAMAN’S CLUBS: Recreation Centre is closed. 
AGENT: Gulf Agency Company (Iran). 

Al enquiries, telexes, cables, letters, concerning Ship’s Agency at 
rian Ports should be directed to G.A.C. Shipping (UK) Ltd., No. 1 
tnarlwood Court, County Oak Way, Crawley, West Sussex RH11 7XA, 
ingland. Tel: (0293) 615555 (5 lines). Telex: 87561 GAC UK G (4 lines). 
fax: (0293) 615161. Cables: GACSHIP Crawley UK. 


4)DOROOD TERMINAL (Darius Terminal). 


Seth not in operation. 


Additional requirements and details). 

Terminal operates 24 hours per day, 7 days a week. Ships moored, 
saded and unmoored at any hour, weather and other circumstances 
semitting. Terminal will never be closed due to religious holidays. 
\OCATION: A submarine terminal at S.E. corner off Kharg Island 
at 29° 12’ 40” N., Long. 50° 20’ 40” E. 

\ANDMARKS: Jetty: Approximately 0.5 miles North of the mooring is 
iT shaped wharf for the berthing of supertankers. 

*emco Jetty: Approximately 0.25 miles West of the terminal is a dolphin 
‘pe jetty for berthing LPG and sulphur ships. 
suth Gas Flares: At the South end of Kharg Island, 2 very conspicuous 
#sflares bearing 277°, 1,900 ft. and 271°, 2,150 ft. from Kharg South 
acon. Approximate elevations: 400 ft. 

‘oth Gas Flares: In the centre of Kharg Island 2 very conspicuous gas 
'@¢s bearing 191°, 3,050 ft. from Kharg North Beacon, elevation 435 ft. 
“emco Gas Flares: On the S.E. of Kharg Island 2 small gas flares 
“ning in the Kharg Chemical Plant. 

‘tte: At night, the glow from the 4 gas flares is visible at great distances. 
‘wever, on occasions, 1 or more or all of the flares may not be burning. 
Also see “Approaches” at beginning of Kharg Island. 

‘DIO: Arrival Advice: It is important that ships establish radio contact 
"1.0.0.C. when 3 days distant from Kharg Island and maintain this 
“fact until just prior to arrival at the Terminal. All ships should send 
‘?2hour ETA message to 1.0.0.C., giving the best estimate of ship's 
*val time at the Terminal. This first ETA message should also include 
‘tefinite statement of the details of any equipment required from shore 
* connecting submarine hoses to ship’s manifold. Further ETA 
“essages should be sent to |.0.0.C. when the vessel is 24 hours and 
? hours distant from Kharg Island and at any other time when an 
Speciable change occurs in the original ETA or those subsequent 
a The 12 hour ETA should include a positive statement regarding 
te ny readiness to load” on arrival, and the number of hours that will 
iN Squired to discharge clean ballast after ship is berthed in mooring. 
*)0-t0-Shore Communication: Kharg Terminal is equipped with VHF 
.v'slephone, using international frequencies. A continuous watch is 
my on the international calling and emergency Channel 16, frequency 

80 MHz. Masters are recommended to use this facility when within 
particularly when approaching the port. In poor visibility, when a 
com S approach may not be observed from the shore, VHF 

; sencation may be the means of avoiding delay in mooring. While 

® is in mooring, communication will be by portable VHF 

Ofce €phone units. The Mooring Master will advise Masters and 
HE 'S fegarding the emergency whistle signals set up for use in event 
| adiotelephone units becoming inoperative. The use of the ship's 
Station and/or battery charging equipment is prohibited during 
Pag tansfer operations. 

-.. Watches: While at anchor off Kharg Island, vessels should 
normal listening watches on W/T and VHF. 
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MOORING: Vessel requested to have pilot ladder safely and securely 

rigged, ready for immediate use, and long enough to reach Mooring 

Master's launch. Mooring Master will board 2 miles seaward of the 

Terminal sea-buoy. Adequate searchlights should be rigged on both 

bridgewings, when mooring at night, to assist in running lines to 

buoys. Raising, connecting, disconnecting and lowering of submarine 
hoses will be performed by !.0.0.C. line handling crew as advised by 

Mooring Master, who will remain on board while ship in moorings. 

A capable winchman to be provided by ship. 

Mooring buoys for Darood Terminal not lighted. Permanent moorings 
in berth consist of 5 steel cylindrical buoys each fitted with quick release 
hook, to which ship's mooring lines are attached by !.0.0.C’s mooring 
launches. The berth is laid out on the one heading basis, using both 
ship's bower anchors with 9 mooring ropes (4 beam, 4 quarter and 
1 stern). Mooring buoys numbered 1, 2, 3, 4 and 5. Starting with No. 1. 
East of the mooring and numbers running consecutively in a clockwise 
direction. 

Tankers to have ready: (a) Windlass and both bower anchors, each 
with not less than 120 fathoms of chain. (b) 9 good manila or synthetic 
mooring lines, each not less than 120 fathoms in length, with efficient 
stoppers for each line. (c) On port side opposite ship's manifold, 
equipment capable of lifting submarine hose safely and expeditiously. 
Weight of lift 5 tons. 

LOADING: Ship loaded by means of submarine pipeline and 2 hoses 

at 1 loading berth, located approximately 1 mile offshore in over 65 ft. 

of water. Crude oil loading hoses lifted on port side. Maximum crude oil 
loading rate for tanker using two 12 in. deck hoses and 20 p.s.i. at ship's 

rail is approximately 5,000 t.p.h. 

In order to save ship time as well as to make berth available for others, 
requested that ships receive oil as fast as it can be delivered, with due 
regard for safety. Also requested that any fittings on ship's manifold 
such as “Y's”, strainers, or mud boxes, which tend to restrict flow of 
crude oil into ship, be removed before arrival at terminal. It is preferable 
that connections be provided so that a 12 in. deck hose can be used. 
Vessels must be equipped to fit flanges on submarine hoses, which are 
of ASA standards. 

DISCHARGING: Discharge of Clean Products: 

The facilities for discharge of clean products are called “Dorood MBM” 
(ex. Darius Terminal), located approximately one mile towards the East 
from South end of Main Island (Kharg Island). 

1. Vessels discharging at MBM require following: 

(a) Vessel must have 2 anchors with 11 to 12 shackles on each 
anchor. 

(b) Vessel must have a crane or derrick ready on the port side with 
safe working load over 5 tons. 

(c) Vessel must have a winch forward of the bridge in order to 
secure 4 mooring ropes (2 on starboard side and 2 on port side) 
as breast lines. 

MBM has 5 buoys with hooks on the top of them. 

The distance from centre of manifold to stern should not exceed 

450 ft. 

The authorities prefer to have segregated ballast. 

Maximum d.w.t. should not be more than 80,000. With minimum/ 

maximum cargo 60,000 to 65,000 tons. 

Vessel must have 5 mooring lines aft (on poop deck) and 4 mooring 

lines forward of the bridge, that means 9 mooring lines altogether. 

The length of the ropes should be between 400 ft. — 500 ft. If wires 

are used, they should have nylon tails. 

7. The depth of water at MBM at high water is 70 ft. (maximum). 

FIRE PRECAUTIONS AND SAFETY: Full instructions will be given by 

Mooring Master, but vessel's personnel responsible for safety of vessel 

and must take all necessary precautions, whether or not so advised by 

Mooring Master. 

During time vessel moored in Dorood Terminal, a continuous and 
efficient fire watch must be kept on deck and in the engine room. In the 
event of fire breaking out in any part of vessel, however minor it may 
be, fire alarm must be given immediately. This will consist of a 
succession of long blasts on ship's whistle, together with a rapid and 
continuous ringing of ship's bell. 

EMERGENCY MEDICAL ASSISTANCE: Vessels requiring emergency 

medical assistance should hoist international code flag “W” in daylight, 

and at night send “W” (-—-—) on blinker light. To attract immediate 
attention, the same signal “W”’ (- ——) should be given on ship's whistle 
in either day or night hours. The signal should be repeated until 
acknowledged visually by either another ship in the moorings, or from 
1.0.0.C. launch. As soon as signal is received. Terminal officials will 
advise Agent as soon as possible of the emergency medical aid required. 

FUEL: No bunkers available at submarine mooring. Bunkers may be 

loaded at main jetty having obtained nomination through NIOC Tehran 

(Export and Marketing). Tankers loading crude oil at “T’’-head jetties 

have at all times priority for berth, over the vessels lifting bunkers only. 

Marine lubricants not available, except through marketing 

representatives by arrangement through Agent. 

CURRENTS: Generally on the axis of the ship berthed in the mooring; 

however, rotary currents can be expected. 

SHORE LEAVE: For personnel of vessels loading or unloading at the 

Terminal is arranged between Agent and Iranian Security Officer aboard 

vessel. Ship's personnel (other than medical or emergency cases) not 

allowed to disembark or embark at Terminal. Sufficient personnel must 
be aboard at all times for letting go lines and clearing moorings 
immediately. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng, 


(B) KHARG TERMINAL 


(Additional requirements and details). 
RESTRICTIONS: If arriving with a part cargo vessels will be refused 
loading by N.1.0.C. if the maximum displacement exceeds 250,000 tons. 


TUGS: Vessel normally berthed with assistance of tugs which, together 
with Berthing Master, meet vessel at port limits. The tugs will come 
alongside, normally 1 to the bow and 1 to the stern, as far forward and 
aft as is safe and practical. Tugs’ towing equipment will be used on all 
occasions. 


OIL LOADING JETTY: “Tee” head with overall length of 6,038 ft. 
between fender faces. The fender to fender width is 138 ft., for the 
section South of trestle approach, and 124 ft. for North section. Jetty 
face is aligned in direction 172° 35’ — 352° 35’. Deck level 22 ft. above 
chart datum. The jetty, being on Eastern side of Island, is sheltered from 
prevailing N.W. winds, but exposed to S.E., when during Winter storms, 
waves Of 8 ft. to 10 ft. often occur. A maximum wave height of 15 ft. has 
been recorded at Southern end of jetty, under such conditions. 
Height limits 


Depth ship's manifold 
of Maximum Loading and ___in metres above 
Berth water capacity bunker armst chart datum 
(m.) (d.w.t.)* 
1 21.3 250,000 3x16 in. 4.3 to 23.8 
2x12 in. 
2 19.8 38,000 4x12 in. 3.4 to 18.9 
3 21.3 250,000 3x12 in. 4.3 to 23.8 
(flexible) 
4 20.1 65,000 5x12 in. 3.4 to 18.9 
5 21.3 250,000 3x16 in. 5.8 to 25.3 
6 20.4 120,000 3x16 in. 4.3 to 23.8 
2X12 in. 
7 18.3 175,000 3x16 in. 4.3 to 23.8 
2x12 in. 
8 19.2 45,000 5x12 in. 3.4 to 18.7 
9 17.4 140,000 3x 16 in. 4.3 to 23. 
10 n br gir 90,000 5x12 in. 3.4 to 18.7 


* Subject to weather, tidal conditions and lengths of vessels adjacent 
berths. 

+12 in. Bunker arms at all berths. All Chicksan arm flanges are series 
150 API. 

Berth Nos. 8, 9 and 10 located North of trestle approach. 


SEA ISLAND TERMINAL: A 4 berth Sea Island Loading Terminal is in 
operation on the West side of Kharg Island. 

The structure, 1,800 ft. long, is centred in Lat. 29° 13’ 29” N., Long. 
50° 17' 10” E., and is aligned in a direction 154°/334°. It is designed to 
accommodate vessels of approximately 150,000/500,000 tons at No. 11 
Berth on the West side, and vessels of approximately 150,000/300,000 
tons at No. 12 Berth on the East side. 

Unless advised to the contrary, all vessels should proceed to the 
anchorage East of the Main Jetty. 

Vessels instructed to load at the Sea Island are required to rig an 
accommodation ladder to facilitate the boarding of Customs, Health, and 
Port Authorities. Agency work and crew changes must also be effected 
at the anchorage. There is no shore leave from the Sea Island. 

The comparatively exposed position of the Sea Island makes 
additional moorings advisable and vessels should be prepared to use 
their maximum number of mooring lines. Quick-release hooks are 
provided for all mooring lines. 

Minimum size vessel, about 150,000 d.w.t. 

Loading rates of up to 30,000 t.p.h. to one berth can be achieved at 
the Sea Island. 

Only fuel-oil bunkers are available. 

Vessels may, if considered necessary, be required to retain on board 
sufficient ballast while loading cargo to ensure that the loading arms do 
not exceed their maximum designed elevation. 


Height limits 
Depth ship's manifold 
of Maximum Loading and _ in metres above 
Berth water capacity bunker arms chart datum 
(m.) (d.w.t.) 
11 32.0 500,000 4x24 in. 6.1 to 33.5 
2x 16 in. 
12 29.5 300,000 4x16 in. 6.1 to 28.3 


The Sea Island has been extended to the Northward to create two 
new berths, 14 and 15. 


Height limits 
Depth ship's manifold 
of Maximum Loading and __in metres above 
Berth water capacity bunker arms chart datum 
(m.) (d.w.t.) 
14 25.9 300,000 2x16 in. 6.1 to 28.3 
4% 16 in. 
15 27.4 500,000 4x16 in. 6.1 to 33.5 


Loading Arms: Luceat — quick coupling. 
Effective Loading Rate: Berth No. 14 — 16,000t.p.h. Berth No. 15 — 
30,000 t.p.h. 


BERTHING: Approaching berth, 2 fibre-rope headlines should be 
lowered to mooring launch, for transfer to jetty. 2 stern lines are then 
handled, preferably one at a time, to avoid possible fouling of vessel's 
propeller. Positioning of vessel's loading manifold in relation to Chicksan 
loading arms on jetty has to be carried out to a close tolerance, as 
directed by Berthing Master, to requirements of jetty operator. On inner 
berths, particularly Nos. 2, 4 and 8, vessels are berthed head outwards, 
i.e. stern to trestle. In these cases, vessels are towed stern first by after 
tug’s hook wire, with forward tug either alongside or on towing hook, 
depending on tidal and weather conditions. 
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Mooring System: Under normal conditions, 12 lines are used, 
a vessel as follows: Forward: 3 headlines, 2 breast lines and;,) 
Aft.: 3 stern lines, 2 breast lines and 1 spring. a 

During Winter S.E. storm period, it is usual to use 1 each addy 
headline and breast line, at each end making a total of 16 Moorings 
Breast lines and springs of wire rope are acceptable. 
Berthing Limitations: Various combinations of wind, sea ary 
conditions, also size, length, ballasted trim and handling qualite, 
vessel and available berth space, can effect decision to berth aig 
at Kharg. All these factors have to be evaluated before a fina tes 
decision is made. 
Manifold Position: No berthing where manifold of vessel Canny, 
positioned, within horizontal limits of Chicksan loading unit arms, 4, 
adjacent occupied berths. 
Note: On outside berths, very large vessels of light free board in ex 
of 70 ft., may be required to retain sufficient ballast, to ensure tha 
manifolds remain within the vertical range of the Chicksan loading a» 
until sufficient cargo is loaded. 
LOADING: Both Iranian light and heavy crude oils available at ap 
berths. Crude oil is delivered to jetty from Tank Farm, situated on ce, 
plateau of sand, by gravity flow through 4 48 in. diameter pipelines, 
to the Sea Island by 278 in. shorelines and 256 in. sealines. (os 
rates of up to 15,000 t.p-h. to one berth can be achieved at Ky 
Terminal. Up to 60,000t.p.h. can be delivered to all 10 ty 
simultaneously. 
FUEL: Not available. 
FIRE PRECAUTIONS: A copy of the “Fire and Safety Regulaty 
notice is given to Master of every vessel by Berthing Masie | 
Anchorage. 5 additional copies are passed aboard vessel whenitam 9 
alongside jetty. These extra copies must be posted in conspicn 
places throughout the vessel. While a vessel is within Port Am 4 
continuous and efficient Fire Watch shall be maintained on deck ay ; 
the engine room. In event of fire, however minor it may be, thes 
Alarm shall be given immediately as follows: t 
On Board Vessel: Rapid and continuous ringing of ship's bell, toges 
with a succession of long blasts on the ship's whistle or siren. F 
On Jetty or Elsewhere in Port Area: Rapid and continuous ringing dt 
pones on the jetty. A push-button alarm system is provided ate | 

erth. 


SAFETY: { 
Amendment to Safety Regulations and Safety Inspections: j 
To keep Safety Regulations and Safety Inspections in line withcuy | 

| 
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world-wide practice, the following new Rules will be put in & 
immediately. 
1. At least 50% of the crew including sufficient senior officers | 
be available on board at all times to deal with emergencies 
2. Two dry powder extinguishers plus 1 fire hose to be availabe _ 
the manifold at all times. 
Note: This is especially important before connecting lines. 
3. Present funnel deck hoses, now only required at inside ben 
are now required on all berths including Sea Island. 


AGENT: Gulf Agency Company (Iran). 

All enquiries, telexes, cables, letters, concerning Ship's Ageng: 
lranian Ports should be directed to G.A.C. Shipping (UK) Ltd. & 
Charlwood Court, County Oak Way, Crawley, West Sussex RH11 7! 
England. Tel: (0293) 615555 (5 lines). Telex: 87561 GAC UK G (4 Ire 
Fax: (0293) 615161. Cables: GACSHIP Crawley UK. 


(C) KHEMCO TERMINAL: 


(Additional requirements and details) 

OPERATOR: Kharg Chemical Company, Ltd. (Khemco), Tehran, @ 
Cable Address: “Chemkharg” Tehran. Telex: 2402 Khemco Tn. 
LOCATION: Khemco Terminal dolphin jetty is located at the S.E. oo” 
of Kharg Island Lat. 29° 12’ 45” N., Long. 50° 20’ 05” E. 
APPROACHES: Vessels entering Kharg Island Roads musi * 
approach or anchor West of Long. 50° 21’ 30” E. (being approxima? 
1 mile East of Knemco Terminal), unless a Company Berthing Me 
is on board. 

PILOTAGE: |.0.0.C. pilots will board vessels outside the port area® 
will pilot and berth the vessel alongside Khemco Jetty. The pilots® 
also carry out the duties of safety officer. 

Vessels with the pilots on board shall display the international flag * 
in a prominent position while manoeuvring under his advice. This & 
will be in addition to the “Q” flag, being already hoisted for quare® 
purposes. 

Vessels are requested to have a clean pilot ladder safely secure 
the leeside of the ship for the pilots. The pilot ladder should be & 
enough to reach the pilot tug or launch. At night adequate lighting * 
the pilot ladder shall be installed. 

Pilotage, berthing, mooring and sailing of vessels will be carme® 
in accordance with instructions of the pilots, subject to the understa 
that in all circumstances the Master of the vessel being ma’ 
shall remain solely responsible for the safety, proper navigation ® 
manoeuvring of his vessel. The Master or a qualified ship's deck 0 
must be on the bridge at all times while the vessel is undemél’ 
unmoored. 1 
NOTICE OF READINESS: Notice of Readiness will not be accep 
the time of arrival unless the vessel is in all respects ready to 8 
Arrival time will be considered as the time the berthing Master 
the vessel or the time that the vessel anchors, whichever occu’s 
RESTRICTIONS: Vessels can be berthed day or night in 2 
using ship's moorings. Occasionally bow anchor will be used 
berthing operation. a 
MAX. SIZE: Length of pier is 1,180 ft. with maximum of 42% 
alongside at MLLW. 
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po: Messages for Khemco should be prefixed with “NIOC for 
neeco KN” with copy to Agent. : 
é of Arrival: It is important that ships establish radio contact with 
when 3 days distance from Kharg Island, and maintain this 
bs eat until just prior to arrival at the terminal. All ships should send a 
ewus ETA message to Khemco, giving the best estimate of the ship's 
~"yme at Kharg anchorage. The first ETA message should also 
adefinite statement of the details of manifold dimensions, cargo 
equrement, Agent and any other necessary information. Further ETA 
should be sent to Khemco when the vessel is 24 hours and 
» pours distant from Kharg Island and at any other time if any 
gpeciable change occurs in the original ETA or those subsequent 
The 12 hour ETA should include a positive statement regarding 
aps readiness to load on arrival, and the number of hours required to 
y clean ballast after ship has berthed. 

- Two 2,000 h.p. and one 1,000 h.p. diesel tugs are provided by 
100. Normally 2 tugs are used for berthing and 1 for unberthing, 
~ on the Berthing Master's discretion. Tugs moorings are 

by the company and vessels are requested to have good 
lines handy on the deck for picking up the tug lines. All tugs 
we equipped with fire-fighting equipment, including a foam system, 
ween can be used when required. 
WORING: If, in the opinion of the Berthing Master, the vessel is not 
with adequate mooring facilities, lines or gear, he will so inform 
«ses Master, and in such event shall not be brought into berth until 
«facilities, lines or gear are deemed satisfactory. i 
yoring Launches. 4 powerful mooring launches are provided by 
900. and normally 1 is used during berthing and unberthing 
tions. 
Goorin Lines. Under normal weather conditions the following 
~orng lines are required: forward: 3 head lines, 2 breast lines, 1 spring; 
#.3stern lines, 2 breast lines, 1 spring. 
Aillines to be of 120 fathoms, with the exception of the breast lines, 
ng of shorter length. No wire lines are to be used at Khemco jetty. 
during abnormal conditions, especially during Winter periods, some 
witional 4 lines are required for extra moorings. 
inmost cases it might be necessary to pass all forward lines from the 
yw and all stern lines from the poop. 
Dolphins. The jetty consists of 1 main and 8 smaller dolphins. 4 on 
sher side of the main dolphin are for ships mooring. The main dolphin 
sconnected to the shore via a trestle and causeway. Head and stern 
es are passed to the dolphins by means of line handling launches 
mothers by heaving lines. All mooring dolphins are fitted with quick- 
eease hooks. 
SERTHING: A. Berthing Masters. Vessels to be berthed at Khemco jetty 
fibe boarded by an 1.0.0.C. Pilot at Kharg anchorage and after 
svsing the ship’s Master of all port formalities, will normally take 2 tugs 


8 Berth Turn. Vessels to load at Khemco jetty will normally be 
seepted and the berth will be assigned to the vessel in order of arrival 
ninomination. In the event the berthing is delayed by weather or other 
ssons, vessels will keep their positions in line. Vessels leaving the 
wtarea on account of weather or other reasons should keep in contact 
mh the terminal in order that they will be available when weather 
nerates. Khemco reserves the right to load vessels out of turn 
“owing the return of good weather, to the extent that such loading out 
um does not materially delay the loading of other vessels in line. For 
sample, in the event that weather or other reasons make it necessary 
Yyessels awaiting berth to leave the terminal and put to sea, Knemco 
"4 load another vessel after the port opens, but before the return of 
"evessels waiting in line ahead of it. And further, Knemco reserves 
"enght to decline to berth a specific vessel if its condition or facilities 
®unsafe for berthing or loading, but berths other vessels “Out of turn”. 

¢. Gangway. When alongside the jetty, vessels shall provide an 
*cent gangway with a net rigged underneath. During the hours of 
‘’iness, they shall install adequate safe lighting for the gangway. 

‘se lights are in addition to those used for the deck illumination. 

) Sailing. All lines are dropped by means of quick-release hooks, 
“ton all dolphins and under normal conditions 1 tug is used on the 
‘at the bow of the vessel in order to clear her off the berth. Usually 
“documents are signed before departure, unless the berth is needed 
"another ship. 

AST: A. Rules and Regulations. Vessels arriving at Kharg should 
“mlain a reasonable draft fore and aft for safe manoeuvring and 
“thing. When conditions permit, the Berthing Master will advise the 
“ster to commence discharging ballast. It is the Master's responsibility 
*¢¢ that dirty ballast, whatsoever, is not pumped or spilled overboard. 
“clean ballast or bilge water may be discharged within 50 miles of 
*coast-line. In the event of contaminated ballast or bilge water, the 
sel will be required to divert this material to a ship's slop tank. 

ise, the vessel may be unberthed and returned to a point not less 
50 miles from the coast line to discharge contaminated ballast. 

fe are no ballast disposal facilities at Kharg Island. 

"8sters are requested to arrive at Kharg with clean tanks, pipelines, 
*2Suctions, strainers and pumps. Ships will not be accepted for loading 

“dence of any dirty ballast is observed. 
fect vessel returned to a position at least 50 miles off-shore to 
... 2'ge dirty ballast, or for any similar reason, automatically nullifies 
the tice of Readiness” already tendered and loses any priority held 
ei ae: The vessel will be entered for loading at the time of second 

3 when a new “Notice of Readiness” will be tendered. 
oggating and Deballasting Simultaneously. Vessels are permitted 
wi Cargo and discharge clean ballast at the same time provided all 

“ = other aspects are observed. 

Sing ank Cleaning. Ship-tank cleaning will not be allowed at the pier. 
Lapa be allowed to draw sea water ballast while alongside. 
G: A. Ship's Gear. Although the jetty is equipped with a boom 


| ‘papa ading hoses, ships are requested to rig jetty side boom in 


tan 


Nd safe manner for possible use. Masters will be responsible 


a 


‘tothe bow and 1 to the stern), alongside while proceeding to the jetty. 
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for ensuring that the ships gear or fittings are in good working order and 
will not in any way interfere with or hamper the working of the facilities. 

B. Inspection. After the vessel has been berthed and all formalities 
carried out the vessel will be boarded by the loading Master. A joint 
inspection will be made by an authorised ship's officer and the loading 
Master after the exchange of information and documents. If the ship's 
tanks, piping or equipment are in such condition that a potential hazard 
exists, the ships will be refused permission to load until such hazards 
are corrected. In any case, the Owners or Charterers of the ship will be 
notified of any delay or refusal to load because of hazardous conditions 
and any expense due to such delay or refusal to load will be borne by 
Owners. 

If the ship does not arrive with tanks and/or piping sufficiently cooled 
to permit loading, the time required to cool down shall not be counted 
as lay time. Any expenses, including LPG furnished by company, 
demurrage, etc., involved with the cool-down period and operation shall 
be borne by the Owners or Charterers of the vessel. 

Should the vessel arrive at the loading terminal with inert gas in its 
tanks, after purging from a previous cargo of ammonia or other gas to 
prevent contamination of shore lines and facilities, the inert gas should 
be vented if possible before ship is moored. If the ship's tanks to be 
loaded previously contained a product different from what is to be 
loaded, the Master shall verify that the tanks are clean and ready to 
receive Kharg Chemical cargo. 

C. Loading Propane and/or Butane. 1. General Information. No loading 
will begin until the ship is safely moored with fibre mooring lines, 
gangway lowered and secured, the ship grounded and ground tested, 
ship's and shore emergency fire hose pressurised and ready for use, 
fire wire in place, and ship/shore communications tested and in good 
working order. 

All loading personnel will wear fibreglass hard hats, leather-palmed 
gloves, cotton long-sleeved shirts, long cotton trousers, cotton socks, 
and sandals or shoes that do not have spark-generating material, such 
as steel nails, cleats, toe or heel plates. Non-sparking tools will be used 
in making hose and ground connections. Silk clothing or headgear will 
not be permitted due to its affinity for collecting static electricity. Ship's 
grounds will be tested for continuity to shore before product or vapours 
pass through hoses. 

Since the LPG may not contain an odorant, particular care shall be 
taken that the atmosphere does not become explosive. If there is no air 
movement, explosimeter readings will be taken hourly, and if an 
explosive atmosphere exists, loading shall stop until conditions change. 
Prior to loading the main cargo a small quantity of propane and/or butane 
will be loaded or circulated initially for cooling down purposes. The 
amount set aside for cooling down will depend on whether the cool down 
is for the ship's lines or ship’s tanks. Generally, the ship's lines will be 
cooled down before loading each parcel. 

Although a small amount of refrigerated LPG is normally retained in 
the bottoms of the ship's cargo tank during the trip to Kharg Island, the 
tank vapour space and tank walls are warmer. For a period of about an 
hour while low temperature circulation of the shore lines continues, a 
small amount of propane may be taken by the ship from cargo holds 
and sprayed into ship's tanks. This method cools the upper parts of the 
ship’s tanks and vapour spaces. If propane is taken from shore lines, 
this is replaced from shore tankage as the circulating pump suction is 
“floating” on the shore tank outlet line. 

The enclosed spaces around ship cargo tanks and double bulkheads 
should be frequently monitored by ship’s personnel for cargo leakage. 

The measures for dealing with any leakage to prevent the temperature 
of the hull structure from falling below a safe level depends upon the 
ship's design. The Master shall have standing orders for dealing with 
any leakage observed on the ship and shall so inform the Loading 
Master. 

2. Loading Master and Jetty Operator. Once the vessel has been 
berthed, berth will be manned at all times by an operator, who will be 
stationed in the immediate vicinity of the berth loading bay. All 
information and forms will be passed by the Loading Master prior to 
commencement of loading. 

3. Alarms. All alarm systems on vessel and communications between 
the jetty and control room shall be checked before loading is begun. 
Masters are requested to make the Loading Master fully familiar with 
the vessel's alarm systems. Otherwise, confusion may occur between 
loading alarms and fire alarms. 

4. Connecting Loading Hoses. The loading and vapour-return hoses 
will be well supported and laid along the pier. Each hose and hose valve 
will be supported by jacks on ship's deck. Hoses will be protected by 
rope mesh. Once the loading hoses are connected they will be adjusted 
during loading operations. The shore and ship personnel shall be careful 
not to kink, stretch or damage hoses. Hoses not used will be blanked. 
Hose flanges will be completely bolted and shrouded. 

Size of Hoses; propane 8 in. (with 8 in. ASA 150 flanges); butane 8 in. 
(with 8 in. ASA 150 flanges); vapour 6 in. (6 in. ASA flanges). 

5. Air. It is most important that no air is allowed to enter either the 
ship or shore loading lines. All hoses and spools must be purged free 
of air after being connected. 

Provision is made on shore for purging air from LPG and vent hoses 
on completion of hose connection to ship and for purging LPG vapour 
from hoses before disconnecting when loading is finished. Provision is 
made to supply inert gas for this purpose. Provision is also made for 
disposal of remaining liquid in hoses safely and effectively from shore 
connection of hoses before disconnecting and gas purging of hoses 
when loading is finished. Valves and connections are provided for this 
purpose on the shore end. All ice must be removed from around hose 
insulating gasket prior to hose disconnection. Cargo hoses shall be 
blanked and be removed from ship. Ground wires will remain connected 
until ship's gangway is removed and ship is ready to depart. 

6. Loading Pressure. Loading pressure should not exceed 50 p.s.i. at 
any time. 

7. Ship's Compressor. During loading, the ship may pump vapours 
ashore via the ship's compressor. The Loading Master should be 
advised before the compressor is started or stopped. 
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8. Loading Rates. Maximum loading rates for LPG products are as 
follows: 

Propane (2 lines) 10,900 barrels per hour 

Butane (2 lines) 7,800 ,, n 

Propane (1 line, pumping) 7,000 _ ,, Pee 

Butane (1 line gravitating) 3,900 ,, Tey 

It is more important that the Loading Master be informed before any 
changes are made by the ship in the vapour compression operation. He 
then will inform the shore loading area. Starting and stopping 
compressors on the ship affect the shore tank pressures and can result 
in damage to tanks and pumps. Ship's valves should under no 
circumstances be partially or completely closed against LPG flow without 
first informing the Loading Master. Pumping rates will normally be 
adjusted from the shore loading area. 

The ship's Master is responsible for his ship at all times. The Company 
Loading Master will advise the Master in respect to loading pressures 
and hazards, but will not direct the loading except as may be necessary 
to protect their terminal's facilities or to prevent any hazards. 
Manipulation of ship's valves is the direct responsibility of ship's 
personnel. 

LPG loading will be done on a 24 hours basis; hence the Master of 
the vessel, while alongside the LPG loading pier, will be responsible for 
the provision of adequate explosion proof lights, fittings and switches in 
all parts of the vessel where work is being carried out in any way 
connected with loading of LPG. 

The ship's pipelines/vent system and/or liquification system shall be 
manifolded so that only those pipelines connected to the ship’s tank 
being loaded will be open. All other pipelines’ tines shall be closed and 
outlets blinded. 

All doorways, vents, ports, air-conditioner intakes and other openings 
into which gaseous vapours could enter shall be closed. 

During loading, there shall be no smoking, no open lights and no 
galley fire on the ship or in the vicinity of the pier. 

Packaged goods, bunkers, water, freight and ship stores shall not be 
loaded or discharged during loading. Visitors will not be permitted on 
the ship during loading. 

Loading of LPG shall be stopped whenever weather or sea conditions 
are hazardous to the ship, dolphins, LPG hose and manifold, adjacent 
vessels or personnel. The Senior Terminal Representative and 
authorised Ship's Officer shall jointly judge if such conditions exist. In 
case of dispute, the Senior Terminal Representative’s judgement shall 
be followed. 

During severe thunder storms, sand storms and electrical storms in 
the vicinity of the ship, loading shall cease until the storm subsides. 

9. Strainer Boxes. It is important that no ice, pipe scale, etc., be 
allowed into the vessels’ tanks. The ship should have strainers placed 
immediately upstream of the manifold valves. A careful watch must be 
kept on the pressure to prevent the strainers being blocked and 
periodically the strainers should be cleaned by using the built-in wiper, 
which should be turned clockwise only. In case of an absolute blockage 
loading will have to be suspended and the strainer cleaned, if necessary 
by removal. If one of the vessel's strainers is blocked, it may be possible 
to continue on the other hose. 

10. Completion of Loading. A reduction in loading rate before topping 
of the final tank or tanks may be arranged through the Loading Master 
by the ship’s officer in charge. When the vessel asks for a slow rate, 
the loading pump will be shut-down and valves re-aligned for circulation. 
The vessel should then complete loading at its own controlled rate off 
the circulation flow. The terminal might ask for a suspension of loading 
while re-aligning the circulation pump. When required to stop completely, 
the Loading Master should be advised. 

11. Hose Disconnection. When disconnecting hoses in order to 
change or clean a strainer at the time of completion of loading, the 
following points must be remembered: 

(a) All ice must be removed from around the hose insulating gaskets 
prior to disconnecting. 

(b) The hoses and hose valves must be secured to the vessel to avoid 
slipping or twisting. This is best done with rope and/or pulleys. 

(c) The hose valves and ship’s manifold valves must be shut. 

(d) The vessel's vent valves must be open either to the atmosphere or 
to the vapour return hoses. 

(e) The ship's strainer and all pipes and flanges between the hose and 
manifold valves must be de-iced. 

(f) The hose can then be disconnected, but the ship's manifold valves, 
vapour return valves and hose valves must be shut. 

D. Loading of Bulk Sulphur. All rules and regulations concerning LPG 
loading also apply to sulphur. 

1. Inspection. The joint inspection of the ship and the ship's holds to 
be loaded with sulphur will be made by the Loading Master and 
authorised ship's officer. If the condition of the ship's holds presents a 
potential hazard to personnel, sea or shore facilities, the ship will be 
refused permission to load until conditions are corrected. The Master 
shall bear the responsibility for notifying the Owners or Charterers of 
the ship of any delay or refusal to load because of hazardous conditions 
and any expenses due to such delay or refusal to load shall be borne 
by them. The Company reserves the right to refuse loading and their 
decision is final. 

If the ship's cargo holds are not clean or are so hot and/or contain 
residue (such as excessive rust, sand-scrap iron, minerals, or mineral 
dust) that alone or in combinaticn with sulphur or sulphur dust would 
contaminate sulphur being loaded, oxidise with sulphur, or cause a fire 
or explosion of the sulphur cargo, permission to load sulphur will be 
withheld until this condition is corrected. 

2. General Information. Bulk Sulphur is loaded at 500t.p.h. via a 
conveyor. The conveyor extends from the shore storage area along the 
causeway, trestle and finally to the main dolphin close to the ship's holds. 

No loading will begin until the ship is safely grounded, moored with 
fibre lines, fire hoses pressurised, ship-to-shore communications 
operable and the chute grounded. 
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In order to minimise movement of fine sulphur dust, cow\ 
serving hold into which sulphur is being loaded shall be blanket 
prevent circulation of air. Package goods, bunkers, water, freign, 
stores shall not be loaded or discharged during or after sulphur. 

When sulphur is loaded in a deep hold with general cargo in the 
deck hold above the sulphur, the ship's Master will be response 
installing a dust proof wooden bulk head enclosure in the 
from the over deck of the lower hold to the weather deck forming 
enclosure to prevent sulphur dust from entering the tween decks 
loading. Ceilings shall be tight to prevent sulphur dust from 
bilges. Any chinking at tank tops or bilge will be of NON-Combys 
material. 

Masters to maintain sufficient personnel to adjust and maintai, 
position, gangways and keep mooring lines taut as ship is 

If sulphur is loaded into a hatch already containing 
patina samples may be requested by the terminal to dejes 
quality. 

Since the sulphur loading facility at the pier is fixed the ship 
warped and moored so that various ships holds that will receive syp 
can be loaded. 

After each warping the ship will be moored and grounded anda 
grounded. The hold to be loaded will be checked with an explosng 
to be certain that the hold is not in the explosive range. Pers 
entering cargo holds for inspection must be equipped with life-lings, 
belts with non-sparking hardware, goggles with green tinted lenses; 
self-contained breathing apparatus with a mask Covering eyes andy 
The life-lines shall be of sufficient length and strength that 1 |inem 
be used to pull a man out of a hatch. For each man working in thes 
1 man on deck must attend his life-lines. Personnel in the hod» 
wear gauntlet gloves, high-top shoes, long cotton socks, a fibre g 
hard hat with a cotton cap ear flaps covering the head and ears, tp 
fastened at the cuff and long-sleeve shirts buttoned at the nec; 
wrists. Silk clothing or headgear will not be permitted due to its a& 
for collecting static. Cotton clothing material is preferred. 

Only the hatch being loaded with sulphur will be open. All others 
hold hatches must be closed. All doorways, vents, ports, air scooy. 
conditioner intakes and other openings into which sulphur dust @ 
enter should be closed during loading. After loading and trimmingaty 
the hold hatch cover shail be closed and the next hatch to receive sup 
will be opened. The pier sulphur loading tower can be raised and lows 
as well as rotated in order that the cargo hold being loaded ca) 
evenly trimmed with little or no manual trimming. Each time the » 
is moved the chute shall be grounded. No hand cargo load trimming) 
be allowed while the pier loading sulphur tower is in operation) 
tower down-spout drop distance will be adjusted to minimise sup 
dusting. 

The loading-tower operator will be advised by authorised sy 
personnel on the deck by use of agreed hand signals of any haw 
such as deck cargo, lifeboats, aerial guy wires, etc., that can do dame 
to loading tower. Personnel will work upwind as much as possie 
minimise sulphur dust inhalation or sulphur on skin. Eye baths: 
showers are located at the dock and will be ready for use if need 

No loading will be done until all personnel are out of ship's @ 
holds. The ship's authorised officer shall assign personnel to si 
sulphur dust into cargo holds to minimise pollution of the adjacent 
water. If shovels or scoops are used the shovels must be of 2% 
sparking material such as monel. Personnel working cargo holds ®! 
deck shall not be permitted to wear shoes with steel nails, or metalle 
or toe plates that could cause sparking. 

Loading of sulphur will be stopped whenever weather o& 
conditions are hazardous to the ship, pier, dolphins, sulphur loa 
tower, pier equipment, adjacent vessels or personnel. 

Sulphur dust, like most poor electrical conductors rapidly acquit 
static charge under dry atmospheric conditions. To minimise this hat 
the loading tower is equipped with water spray nozzles to humid)’ 
sulphur and reduce dusting. Conveyor hoppers are also equipped# 
sprays. 

During severe weather conditions loading will cease and cargo” 
hatches shall be closed until the storm or seas subside. 

Sulphur loading will be done on a 24 hour basis. The Master 0? 
vessel while alongside the sulphur loading pier will be responsi! 
the provision of adequate explosion proof lights, fittings and swilct 
all parts of the vessel where work is being carried out in any® 
connected with loading. The Master of the vessel will assign autho® 
ship's officers and men as deemed necessary for the safe load” 
the ship and to adjust mooring lines and keep sulphur dusting ® 
minimum. 

FUEL: Presently no bunker facilities are available at Khemco jet 
WEATHER: A. Climate. The climate along the coast of Kharg Isa 
generally mild. The days in mid-Summer are extremely warm and™ 
with the temperature reaching 117°F. (47°C.) and a relative hund 
ranging from 10% to 98%. The Winter months, from November to 
are pleasant with a minimum temperature of about 39°F. (4°C.). Fre® 
weather is uncommon. 

B. Weather Data and Summary. 


Average annual rainfall 8 in. 
Mean maximum temperature 87°F. 
Mean minimum temperature 66°F. 
Extreme maximum temperature LITE: 
Extreme minimum temperature 39°F. 
Average relative humidity 59% 


C. Winds. Wind directions and velocity are subject to rapid Mf 
without warning and precautions are necessary to avoid difficult® 
heaviest seas and swells are from the N.E. through S.E. The 
wind for most of the year is from the N.W., but during the Winter 
strong S.E. storms occur with very little warning. The Khemeo # 
sheltered from the N.W. winds. 

D. Tides. The tidal range is between 7 ft. and 8 ft., with a mae 
rate of about 1.5 knots. The tidal streams run approximately pare 
the line of the jetty, with occasional cross currents. 
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F Temperatures. The surface temperature of the sea ranges 
£ ef. to 97°F., depending on the season. 
ween’: Masters of vessels are responsible for the safety of their 
“08 including, but not limited to compliance with official precautions, 
‘myst take all necessary precautions while the vessels are alongside 
mco jetty. While the vessels are alongside the jetty, all personnel 
as comply with all port's safety rules and regulations. — 
SgNERAL: (a) Shore Leave: Shore leave at the terminal must be 
between Master and ship's Agent. Sufficient personnel must 
on board at all times for emergencies. ) 
wt yisitors: Due to hazards involved, no visitors are allowed while the 
is alongside the Khemco jetty. ; 
+) Light Dues: A charge of half a Rial per g.r.t. is levied on each 
<el for light dues by the Iranian Government. This is in addition to 
ques for Middle East Navigation Service. The Company shall have 
5 sibility in respect of any taxes, dues, or other charges levied 
«he iranian Government or any of its departments or agencies. _ 
“@) Painting and Scaling: Painting, chipping, scaling and any repairs 
» geck or overside is strictly prohibited while vessel is alongside the 


etty. 
orgerbege: Dumping of garbage and refuse strictly prohibited in port 


my Repairs: No workshops or other facilities for repairs at Kharg Island. 
g) Customs: There are Customs and other official offices on the 
cand. Vessel will normally be boarded by a Custom Director, 
emgration Officer and Director of Ports and Shipping. 

» Consulates: No consulates on Kharg Island. 

Marine Surveyor: No marine surveyor on the Island, but can be 
salable at 48 hours’ notice through ship’s Agent. 

i) Recreation Centre closed. eee +s E f 

x) Supplies: Provisions can be supplied if sufficient notice given. No 
ssn water is available for delivery to the ships. No laundry services 
ye available at Kharg Island. 

) Mail: Regular plane services between Kharg Island and the 
sanland and mail receiving and dispatching can be arranged through 
sips Agent. 


SHPMASTER’S REPORT: June 1979 (with further updates in March 


992). 

‘gproaches: Generally not a great deal of traffic. The D/F at the airport 
soperational and useful. Decca Navigator Chain 5C. Ships anchor at 
SE. and S.W. of island. 

2buoys at Southern end of island: 

Red Pillar Buoy Gp. Fl. (2) 6 sec. (29° 11’ N., 50° 20’ 24” E.); 

Green Wreck Buoy, conical (29° 12’ 06” N., 50° 19’ 39” E.), marks 
gosition of et 
‘nchorage: The Eastern anchorage is very exposed to Southerly winds 
we Western anchorage if waiting for a long time in Winter). At the 
yesent time there are many tankers waiting which means small tankers 
nd LPG vessels either have to anchor themselves in amongst VLCC’s 
anchor well out — generally about 4 miles East of the “T” jetty (less 
sipping waiting in March 1980). This seems to be quite acceptable to 
te Authorities and is more satisfactory as far as engine maintenance 
ad winds are concerned. 
Seth: South of "T" jetty owned by Khemco — Kharg Chemical Co. 
‘oproximate max. size of vessel 250 m. long; water depth LW 13.6 m. 
wd about 60,000 d.w.t. 

Consists of jetty stretching over about 150 m. connected to shore by 
der. On the jetty there is a manifold for flexible LPG lines, line derrick 
wh powered winch, sulphur gantry and chute connected by conveyor 
wl to stockpile ashore. 

On either side of jetty there are 2 dolphins with quick release mooring 
bra The jetty and near set of dolphins are faced by shock absorbing 


rs. 
Warch 1980: With strong Southerly winds the berth is a hazard. We 
Sperienced a force 6 S.E. wind one night which fetched the swell up 
#d caused the vessel to work heavily on the jetty, one release hook 
ie way (the securing pin snapped), luckily it was on a dolphin that 
‘sa catwalk so we were able to change the moorings. As we were 
it side too facing North into the “T” jetty we had to sit tight and put 
“extra moorings. 

Fenders were very good (about the best that | have seen with large 
ner faces) 

Depth by lead line. After (Southerly dolphin with catwalk) 12 m. at LW, 
“ward dolphin 13 m. at LW. 
Xf: Call ‘l.0.0.C. Marine’ on Channel 16, works on Channel 6, only 
‘erates office hours and when berthing. 

Yessel can call ‘Kharg Pilots’ 24 hours on Channel 16, working 

nnel 12, who will try to pass message for you. ‘Kharg Pilots’ have 
‘hing to do with ‘Khemco’ jetty. 
2 Iranian ‘!.0.0.C.’ Company Pilots solely for ‘Khemco’ jetty. They 

ard 2 to 3 miles East of “T” jetty from tug (will use hoist). 
. ing: Generally only in daylight. Will unberth at night. Max. berthing 
"i Northerly 45 knots, Southerly 10 knots. Visibility 0.5 miles. 

é, actually ended up with visibility at about 2 cables in a sand storm 
3 od gperoaching the berth. But as all the preparations had been made 

’ ittle wind, continued on Radar with no problems. 

,.'88sels berth either side alongside (head into tide). 

ane From readings taken off ships log which accurate, current speed 
Ty ®sponds to position “B” on “T” jetty, BA Chart 11. 

3 2 used for berthing and 1 on departure. Tugs lines. 
The present 2 hired from Bahrain, one of 3,000 h.p. and 1 of 1,000 h.p. 
a hey one is very manoeuvrable but inadequate pushing, especially 


cone Neadlines, 2 breast lines and 2 springs each end. 3 headlines 
ads ‘dolphins, 2 as breasts to inner dolphins, 2 as springs to jetty 


Pd are quick release hooks but they are jammed up. 1 line boat 
Ugethe, goes backwards and forwards both ends, try to send 3 lines 
"(Tie up is slow, about 2 to 3 hours). 
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An exact line up with ends of flexible pipes on jetty with ship's manifold 
is required because the flexible pipes are not very flexible. 

Gangway: Cannot be turned out and landed and must be brought in 
until before and after connection/disconnection. 

It has to be turned through 130° if it is aft facing, or use fixed length. 
If vessel port side to, it is much easier to use in the conventional fashion. 
Manifold: Most particular that manifold is lined up with hoses on quay. 
Liquid: 2x8in. 150 ASA. Vapour return: 2x6in. 150 ASA. Ship's 
reducers, shore derrick, ship's chain blocks supporting hoses from 
manifold gantry. Shore personnel connect. 

Cargo: Propane and Butane only by gravity feed. Max. rate each product 
300 t.p.h., generally around 150 t.p.h. when shore tank near the bottom 
there is insufficient pressure to even gravitate. Vapour return lines 
available for both. 
Cargo Temperatures: 

At manifold, Butane — 6°C (B.P. 0.2 bars) 

At manifold, Propane — 42°C (B.P. 0.7 bars) 

The shore have no thermometers on their lines. Pockets jammed with 
old probes, all measurement is on pressure. 

On my visit to the plant | ascertained the Propane to be —43°C and 
Butane —5°C. 

Vapour Return Line: 1 flare for each product about half way up jetty on 
spur jetty, which normally just alight, so when you open up they can 
immediately see. If used in moderation no difficulties encountered. 

No charge directly, but it is the practice to measure shore and ship 
tanks and check the difference. On our visit this did not happen as shore 
tanks had not been taken on departure due to being virtually empty. 

At the start the vapour return lines were closed so the valve had to 
be sought. 

Loading Master: There is always one on the jetty, tries to be helpful and 
speaks reasonable English. Best to telephone 441, 442, the managers 
— very helpful, or telephone Control Room 412 for shift supervisor who 
will give you tank tonnages in barrels. 

Stopping Propane: 1 hour's notice required to ready the pump for 
stopping and 5 minutes before completion. When you tell them to stop 
a little more liquid will run down the line by gravity. It was not possible 
to top off by gravity alone as by this time the shore tanks were very low. 

Stopping butane was no problem as they ran out and we were at the 
end taking it as they were making it until that process came to a halt. 
Specific Gravity: Propane: 0.505 60/60. 

Butane: 0.574 60/60. 

Surveyor: No outside surveyors. Plant chemist does the survey, agrees 
with Chief Officer. Ship figure on Bill of Lading. 

Draft Reading: Difficult to read after draft, best to use binoculars and 
Aldis Lamp at night. 

Tanks on Arrival: Up to Master whether the ship is capable of loading. 
If loading propane into butane atmosphere or |.G. or vice versa, Khemco 
require statement to this effect from Master. 

The line is normally circulated for 8 to 12 hours before arrival by a 
small quantity of liquid being bled through to the VRL. Nevertheless, the 
first “Slug” is warm due to exposed quay section of line. 

The lines (flexible) to ship are purged with Nitrogen after connection 
by a bleed in at the manifold connection. Nitrogen bottles on jetty. 
Documentation: 

8 copies Crew Lists. 

2 copies Vaccination List. 

1 copy Stores List. 

2 copies Crew Declaration. 

2 copies Maritime Declaration of Health. 

The Agent, Port Authority Representative, Port Health and Customs 
board arrival berth. Numerous forms have to be completed. Arrival 
formalities take 45 minutes Clearance is given to Master on arrival. 

On departure the ‘Khemco’ shift manager comes down with all the 
cargo papers — Manifest, Bill of Lading, Spec., etc., and signed onboard. 

We finished cargo at 0900 hrs., and papers came aboard at 1145 hrs. 
This is normal. 

The Agent is always on about E.D.P., it is not the practice on this 
berth and in any case for the sake of a few hours its best to have all 
the papers correct and note protest if necessary. 

Pratique: Granted at berth. 
Notice of Readiness: Generally will only be accepted when first line 
ashore (not at anchorage). 

Note of Protest to be given with all force and Knemco may back down 
and accept on anchoring if port is not closed due: to wind. 
Communications: Cable “Chem Kharg” Tehran. Telex 2402 Kemco TN. 

All telexes have to be routed via Tehran for international acceptance. 

Telephone poor, can hardly get through to mainland. 

It became necessary for me to telephone UK so managed at night to 
get through to ‘Kuwait Maritime’ about 120 miles away. 24 hour watch 
not restricted as ALRS. Call Channel 16, generally works Channel 26. 
After contact vessel can wait about 30 minutes on Channel 16 before 
operator calls back. Channel 26 very clear. 

March 1980: Not possible to contact ‘Kuwait Maritime’ in Winter 
months. It is possible to telephone UK from Kharg and from the jetty. 
A long wait is usual from the jetty and the line very weak, but it can be 
done with perseverance. 

A better method is to get the Plant Manager to take you to the Central 
Exchange in the township and UK can be contacted via STD, it took 
about 40 minutes of constantly ringing to get connected and then you 
run the risk of disconnection, but again communication is possible and 
reasonably clear. 

Telex via the Agent takes about 26 hours to get a reply due having 
to be telephoned through to Khorramshahr and then telexed to London 
via Tehran and vice versa. 

Alcohol: We arrived with everything sealed. The Customs allowed us to 
have 6 cans of beer per man per day, no spirits (it depends on the 
Customs and Master). 

Do not drink outside or give Iranians alcohol, the punishment is 

severe. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng 


Radio Room: The Port Authority wanted to seal this but persuaded them 
to seal the antenna switchboard only (with chart paper and glue). 
Fresh Water: Fresh water main runs to ship's side with meter. We 
obtained about 40 tonnes. Water is distilled and slightly brown. 

Plant: At present about 300 tonnes per day of butane and 500 tonnes 
per day of propane are being produced which is about 60% of capacity. 

Sulphur production is just resuming and is normally about 200 tonnes 
per day. 

Feedstock is taken from Kharg Chemical Co. which is, or used to be, 
50% AMOCO owned. 

Feedstock is in the form of third stage refined well gas taken from 3 
local wells, 2 on the island and the Dorood field on the S.W. coast. Most 
of the ‘Sour Crude Gas’ is extracted before acceptance, what's left is 
used for making sulphur. 

The plant is completely self contained apart from initial feedstock and 
covers about 1 sq. mile. It is fully automated and staffed by six operators 
on a shift system. 

The gas which comes in H.P. and L.P. form depending on the wells, 
is fed through in 2 streams which are crossed to accept different 
Hydrocarbons thereby achieving a no waste system. 

The gas is fed through Glycol towers for water absorbtion then heat 
exchangers to separate the different molecules. 

After basic separation vertical separators are employed to further 
refine the product. This is then led to 3 stage compressors for re- 
liquefaction then to chillers. 

After processing the liquid is fed to receiving tanks for settling 
purposes then to 2 large atmospheric holding tanks. 

The tanks are heavily lagged with bitumen glass wool compound and 
any boil off being re-liquefied. 

The approximate amounts capable of being stored are 120,000 bbis. 
butane (11,000 tonnes), and 250,000 bbls. propane (20,000 tonnes) 
which under the original Japanese shipment meant about one 30,000 
tonne shipment per month. 

Power requirements for the electric motor drives are provided by two 
4 MegaWatt Mitsubishi compound turbo generators, 1 being on auto 
stand by at any one time, supplied with steam from the 2 boilers that 
also produce sulphur. 

Cooling water for the various systems is provided by salt and fresh 
depending on the plant. Salt by two 3,000 M3 electric pumps situated 
about two thirds the way down the jetty, these are backed up by a diesel 
driven auto start pump. 

Fresh water is distilled at the rate of 700 tonnes per day by a steam 
separator and stored in two 1,000 tonne tanks. 

A new Glycol plant was commissioned in March 1978 and a new 
distillation plant supplied last year but not erected. At present it is in 
polythene sheeting awaiting engineers. 

Generally the plant is in a good state of repair and all instruments 
seemed to be working in the very comprehensive control room. The staff 
were most helpful but a camera was not allowed. 

A product specification can be obtained. One is always given on 
completion, but with a lot of pressing can be obtained about 12 hours 
after commencement of loading. 

Sulphur loading is slow and by a conveyor belt to a directional chute. 
The ship has to shift to load individual holds. 

Kharg Crew Facilities: 

Films: No Walport exchange. 

Travel: The Agent said in emergency it could be possible for 
repatriation to be arranged. 

Iran Air have restarted their 737 flights to Abadan, Bushire and Tehran 
once a day in each direction. Leaves for Abadan about 1000 hrs. 

Khemco/!.0.0.C. have a flight from Tehran twice a week for their own 
personnel by Fokker Friendship. | was told it would be possible to get 
a seat or two on this on a one-off basis, arrangements would have to 
be made direct to these 2 companies in Tehran. 

General (March 1980): Approximately 2 million barrels crude oil per day 
being exported. About 2 to 3, at maximum, tankers using the “T” jetty 
at any one time. About 2 tankers per week using the Western Sea Island. 

The airport is functioning with regular 737 flights to Abadan, Bushire 
and Tehran. 

The Soroosh field about 40 miles W.S.W. of Kharg has ceased 
production and the Dorood Terminal has about 1 ship per month. 

The Khemco berth handles 1 sulphur ship per month mainly for African 
countries and 1 LPG ship every 6 weeks for Japan. 


AGENT: Gulf Agency Company (Iran). 

All enquiries, telexes, cables, letters, concerning Ship’s Agency at 
Iranian Ports should be directed to G.A.C. Shipping (UK) Ltd., No. 1 
Charlwood Court, County Oak Way, Crawley, West Sussex RH11 7XA, 
England. Tel: (0293) 615555 (5 lines). Telex: 87561 GAC UK G (4 lines). 
Fax: (0293) 615161. Cables: GACSHIP Crawley UK. 


KHORRAMSHAHR: 30.26 N. 48.10 E. 


Note: The port was extensively damaged in the conflict and 
reconstruction is underway. Vessels of 2,000 d.w.t. are able to load and 
discharge at the port. 


The information below refers to the situation prior to the conflict. 


LOCATION: Khorramshahr lies at confluence of Karoon and Shatt-al- 
Arab Rivers and is principal commercial port of Iran. Khorramshahr is 
terminus for Iranian Railway system and regular train service to rest of 
country is available. Good asphalt road connecting Khorramshahr to 
other major cities in country. 
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DOCUMENTS: 

(a) Iraqi Quarantine Officer: Vessels arriving Outer Bar (Sha, 
Pilot Station) will be boarded by Iraqi Quarantine Officer who wiy 
all crew vaccination cards. Masters requested notify Fao 
Office at least 18 hours’ prior vessel's arrival Outer Bar Giving 
arrival time Outer Bar enabling Quarantine personnel board hl 
immediately. Upon arrival Outer Bar, Master should have ready. 
of Crew List and crew vaccination certificates for presentaty: 
Quarantine Officer. 

(b) Iranian Quarantine Officer: Upon arrival Khorramshahr ancy, 
and prior berthing, the Iranian Quarantine Officer will board Vesga , 
requires 1 copy Crew List, and all vaccination cards should be avaig 
for inspection. 

(c) Customs Officer: Customs Officer boards ship at a 
alongside Khorramshahr Jetty (in case of immediate berthing) » 
requires following documents: 

Crew List (2 copies). 

Stores List (2 copies). 

(d) Port Authorities: 

Crew List plus (1 copy). 

Arrival information form of the port Administration will be supplied py 
Master in duplicate upon arrival, by a port representative. This » 
should be filled in and returned to the port Berthing Master. 

(e) Agents: 

Crew List (2 copies, for arranging shore passes). 

Order avoid any delay in entering and discharging, the folie 
documents must be sent by all loading port Agents to Khorramss 
Agents as far in advance of vessel's arrival as possible: 

Cargo Manifest (8 copies). 

Freight Manifest (2 copies). 

B/L Copies (2 copies each). 

All cargo shown on manifest must be landed at the port, and; 
therefore essential that short-shipments, cancellations, diversions ¢ 
(if any) be reported early as possible and manifest should be cornea 
before submission to Port Authorities to avoid payment of fines. 
plans and hatch Lists should also be sent ahead, giving ample time: 
be studied by Cargo Supervisor for unloading arrangements. 
PILOTAGE: With exception of ships of Government of Iran or Irage 
sailing craft, pilotage compulsory for all vessels entering, leaving, 
navigating in the Shatt-al-Arab. Pilotage in river outside harbour im 
of Khorramshahr conducted by River Pilot; within limits of Pot) 
Harbour Master. 

Vessels entering Shatt-al-Arab boarded by River Pilot from pilotves 
situated in proximity of Rooka Buoy (Lat. 29° 49’ N., Long. 48° 47'£ 
showing a white flash every 6 seconds and equipped with Rx 
Reflector. 

Vessels bound for Khorramshahr are conducted by River Pilot ast 
as Khorramshahr Anchorage, from where a Harbour Master (|rane 
will board vessel and berth her as necessary. 

Pilotage, dredging and other navigational dues are collected) 
Basrah Port Authorities and must be settled directly with Iraqi Mart 
Transport Co. Ltd., Basrah, Iraq. 

N.B. Owners having vessels bound for Khorramshahr or Abat 
should contact Iraqi Maritime Transport Co. Ltd., Basrah, cate 
“Bawakhir”’, Basrah, about arranging of Shatt-al-Arab pilotage. Owe 
should also put Messrs. Iraqi Maritime Transport Co. Ltd. in funds? 
remittance well in time before vessel reaches the Outer Bar of Shaté 
Arab in order to cover port tonnage dues, pilotage and dredging 0 
for sailing from Outer Bar to Abadan or Khorramshahr and return. 
ANCHORAGES: On arrival off the pilot boat vessel can anchor wit! 
depth restriction. On entering the Shatt-al-Arab River the following? 
the recognised anchorages: 

Kasba Anchorage, position about 2 miles above Fao with a max. 
of 35 ft. in fresh water. 

Bawarda Anchorage, position about 2 miles above Abadan we) 
max. depth of 31 ft. in fresh water. 

Hartha Point, position about 20 miles above Abadan and 15 m® 
below Khorramshahr with a max. depth of 35 ft. in fresh water. Hat 
Point is the anchorage to enable vessels to lighten to 29 ft. in freshwe 
to enable them to cross the Karun Bar. 

Abu Flus, position about 16 miles above Hartha Point and 2 
14 miles below Basrah (Khora Anchorage) with a max. depth of 2! 
in fresh water. 

MAX. SIZE: Maximum permissible length for vessels ca 
Khorramshahr is 525 ft. Max. draft for crossing Karun Bar and a! 
Khorramshahr (Failieth) Anchorage is 28 ft. 6 in., fresh water. Max 
at Karun Bar in December 1976 was 26 ft. so it is advisable to °® 
before vessel proceeds to the port. The depth alongside Berth Ns 
to 3 is 27 ft., Berth Nos. 4 to 7 is 26 ft., and Berth Nos. 8 and 982 
SPEED RESTRICTIONS: Engine speed must be reduced We 
advance so that the vessel's speed when passing jetties’ 
Khorramshahr and Abadan will not exceed 3.5 knots for vessels ® 
more than 20 ft. draft, and 5 knots for all other vessels of over 100f 

The same speed restrictions will apply in the Shatt-al-Arab * 
passing ships at anchor with barges or other vessels moored : 
tugs with barges or other vessels in tow, and vessels engag® 
dredging or other salvage work. 

SHIP’S REGISTRATION: Ships have to register upon arrival a! @ 
bar by sending telegram to Port Director Khorramshahr via 
Khorramshahr Port Radio. At present the vessel, after registering * 
turn should wait at outer bar. If vessel proceeds to another pot? 
discharging, her registration will not be valid. Vessel after registra” 
berthing turn for Knorramshahr can however call at Abadan Port of 
waiting period without losing her turn subject to permission from 
Master. 

For registration Masters must answer a 14 point registration cabief 
also advise anchoring time (GMT). ’ 
HEALTH: See “Documents”. Inward clearance is effected on boa 
receiving Free Pratique. 
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.Knorramshahr Port Radio, call sign EQK, 500 kHz, 2182 kHz. 
woo: shahr Harbour Master can be contacted on VHF Channels 

wn 16, 18 and 25. 

’ 1S jestined for Khorramshahr should send a radio message to 

Director Khorramshahr and to the ship's Agent 24 hours prior 
wer at the Shatt-al-Arab Pilot Station (Outer Bar). Times should be 
~ in GMT. Also see “Ship's Registration”. 
goed The Port Organisation of Khorramshahr owns 2 tug-boats which 

used fOr assisting berthing and unberthing whenever necessary. No 
a poats which could be used for long-distance towage. Employment 
, poats is not compulsory. ; . 
“erHING: See “Ship's Registration”. Berthing and unberthing 
by Iranian Harbour Masters supplied by Iranian Port 
ignnistration, Khorramshahr. Berthing turn, allocation of berth and 
e space is under the control of Iranian Port Administration, 
geramshahr. ; 

me Port consists of 3,199 ft. long jetty constructed with wooden piles 
gets 1 to 7) plus the new extension covering 1,000 ft., built by steel/ 
ceeete piles (Berths 8 and 9) running parallel with river bank. Jetty 
zx receive 9 ocean-going vessels at a time. 
taRGO HANDLING: (a) Jetty. All cargo handling/operations on shore, 
sg control of Khorramshahr Port Administration. General cargo 
senarged from ships alongside jetty is received on domestic railway 
agns and trailers controlled by Port Administration, and transported 
«Sot Warehouses Or open yards. Port Warehouse/Store keepers will 
se deliver cargo to consignees against clearance papers issued by 
ysioms. There are shore cranes and floating cranes available for the 
yose of discharging cargo as follows: 2 floating cranes (50 ton and 
ton); 2 mobile cranes (80 ton); 3 mobile cranes (50 ton); also 
xétional mobile cranes of 25 tons capacity or less. 

The port yard is equipped with 3 cranes (90 ton, 50 ton and 40 ton). 
cargo must be discharged by ship's own gear, and vessels calling 
sXhorramshahr should not accept cargo beyond their gear capacity to 

arge. 
| arses. (i) General Cargo: Vessels carrying less than 500 tons 
wgo are permitted to discharge their cargo into barges, in which case 
sexta expenses and costs of barging, discharging ex barges, etc., 
yeto be borne by the carriers and such operation is entirely at the risk 
ed responsibility of the respective carrier. 

() Structural Iron/Steel: Structural iron/steel is always to be 
sseharged in barges for unloading at Failieh Creek. Barges must be 
wanged by vessel's Agents, who also have to arrange labour for 
ischarging the cargo ex barge at Failieh, sorting of the iron, and delivery 
consignees. Agents should also employ watchmen for protecting the 
ago while awaiting delivery to consignees, also tally clerk for 
servising sorting and delivery of iron to the respective consignees. 

c) Cranes. For use in loading/unloading cargo in the storage areas, 
vues are all used in the port yard for unloading cargo ex rail wagons 
nd loading on to merchants’ trucks. 

There is 1 electric crane permanently installed at Failieh Creek with 
‘ng capacity said to be 100/120 tons. This crane can be used for 
ischarging cargo from barges at Failieh barge jetty. 

(0) Storage. 19 warehouses (goods sheds), plus an open yard 
eween the warehouses used for storing iron goods, as well as cargoes 
wich can be stored in the open. 

) Wagons/Trailers. For receiving cargo ex-vessels alongside jetty 
te Authorities have 160 rail wagons and 77 trailers with average 
‘pacity of 10 tons, but number of wagons/trailers provided to each 
sel not sufficient to last 24 hours work at jetty. Although 24 hours 
toking alongside jetty is compulsory, due to shortage of wagons hardly 
218 hours work can be accomplished efficiently. A stand-by of 6/7 
‘ours in Summer and of 9/11 hours in Winter is unavoidable. 

|!) Delivery of cargo discharged at jetty. Port Authorities considered 
direct receivers of the cargo discharged, who in turn deliver same to 
“male consignees against presentation of the carrier's Agents’ 
Slivery Order. 

Carrier's responsibility for cargoes discharged in good condition cease 
‘ver tackle; slings are opened by labourers provided on wagons 
*gside each vessel. Broken packages are not permitted (by Customs) 
#8 discharged on the wagons, and are therefore collected on board. 
*e daily, under full control of ship’s officer, port supervisor and 
mers supervisor, the broken packages are delivered to Port 
“norities and an official Process-verbal will be drawn by respective 
ehouse-keeper corresponding to remarks noted at the time. This 
"angement is to prevent any delay to operations of the vessel. 

9) Overtime Costs. Wages of port staff on board for official hours are 
pended port Authorities but overtime and food allowance are paid by 
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if) Port Working Hours. Dayshift: 0700 — 1300 hrs. and 1500 — 
hrs. There is no night shift. 
ge hour discharging at jetty is compulsory. The only stoppages are 
an, and dinner, 1 hour each. In Summer season, however, due to 
4. discharging at jetty is stopped from 1400 hrs. to 1700 hrs. 
a” Uguid Cargo. Due to non availability of tank barges as well as 
ge area at Bandar Imam Khomeini, vessels carrying liquid cargo 
bk und to call at Khorramshahr, where consignees have their own 
“barges and storage tanks. This being the case, the Port Authorities 
f vert vessels carrying liquid cargo, to Bandar Imam Khomeini. 
the Port of Khorramshahr, importers of vegetable oil and other liquid 
cm 7 Ctties, have arranged their own storage area outside Customs 
ca and liquid consignments will be received directly ex-vessel into 
ph gees’ barges without any expenses to carrier. (Discharging 
“jomed at anchorage.) 
oral S Carrying part-liquid cargo can discharge their cargo while 
tar "9 @ berth or alongside jetty, whilst unloading other cargo on the 


tenia to above, whenever Port Authorities divert any vessel to 
mam Khomeini, in the diversion order they indicate “Subject no 
cargo on board”, as vessels with liquid cargo will have to be 


in the port of Khorramshahr. 
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Notice of Readiness for vessels carrying liquid cargo, has to be 
tendered after vessel has anchored at Khorramshahr anchorage (within 
Khorramshahr port limits). If, due to congestion, there is no space at 
Khorramshahr anchorage, vessels may have to remain at Shatt-al-Arab 
Pilot station for 1 or 2 days before entering the river. 

(j) Dangerous Cargo. Dangerous cargoes are divided in two 
categories: 

1. Acid and flammable cargoes. 
2. Explosives such as dynamite, etc. 

Vessels carrying acid and flammable cargoes are accepted alongside 
Khorramshahr berths to unload their general cargo plus dangerous 
cargo, and Port Authorities unload the dangerous cargo in a yard at 
Failieh, which yard is mainly used for storing iron joists, but a part is 
allocated for dangerous cargo. 

Vessels carrying explosives are not allowed to berth at Khorramshahr. 
Recently the Port Authorities have stopped accepting any vessel with 
explosive cargo on board into the port of Khorramshahr, and those 
vessels have to proceed directly to Bandar Imam Khomeini before calling 
Khorramshahr for discharging general cargo, if any. The main port for 
discharging explosive and special cargoes consigned to Iranian Army 
is Bandar Imam Khomeini, where the Army have an agreement with the 
Port Authorities for 1 berth out of the 6 berths. Berth No. 3 is allocated 
for vessels carrying cargo consigned to Iranian Army, and whenever 
such vessel arrives at Bandar Imam Khomeini it will be berthed 
immediately, even if the port is congested; in other words, vessels with 
Army cargo have priority for berthing. 

FREIGHT TAX: Freight tax is payable on any freight earned in Iran for 
any export cargo loaded at any Iranian port. Per Article 90 of Tax Law, 
freight tax is payable at the rate of 5 per cent on gross freight, regardless 
of whether freight is collected in Iran or elsewhere. There is no tax on 
import cargo freight regardless of where the freight is paid. In other 
words, for cargo discharged in Iranian ports, even if freight is payable 
at destination to be collected in Iran, there is no tax applicable. 
MEDICAL: Private doctors and hospitals located in the town for medical 
and dental treatment and hospitalisation. Arrangements for patients’ 
visits to the doctors, dentists and hospital will be made by Agents upon 
request. In case of emergency special medical attendance on board can 
also be arranged. X-Rays, radiographies, blood and urine tests can also 
be conducted by equipped hospitals existing in Khorramshahr and Abadan. 
DENSITY: Fresh. 

FRESH WATER: Fresh water supply alongside berth available by 
pipelines and at anchorage by barges, capacity 100 tons. 

FUEL: Bunkers are not available at Khorramshahr Jetty, however, 
bunkers (diesel oil and gas oil) can be supplied by barge. All classes of 
bunkers are supplied at Abadan jetties only. Bunkers could be obtained 
from Abadan provided arrangement for supply has been made 
beforehand with NIOC. 

REPAIRS: Minor repairs can be carried out to a limited extent by private 
workshops existing at Khorramshahr. However due to lack of skilled 
workers the workshops in question do not undertake any responsibility 
or guarantee for the jobs performed, and charges are high. 

For radar, wireless, echo-sounders, etc. as well as refrigerator and 
air condition service there are a few engineering groups at Khorramshahr 
as well as Abadan, and technicians of these groups will attend to the 
repairs on board both at Khorramshahr and Abadan jetties or at 
anchorage, upon request. 

Ships moored to the jetty are not permitted to disable main power- 
plants for repairs without prior approval of Marine Department. A port 
tug will be assigned to stand by alongside ship with tow line attached 
during entire period while plant is disabled. 

DRY DOCKS: None. 

SURVEYORS: Lloyd’s Register; Det Norske Veritas; Bureau Veritas 
American Bureau of Shipping; Surveyors for ordinary damage to cargo 
and/or ship as well as for on-hire/off-hire survey can be arranged by Agents. 
CUSTOMS ALLOWANCES: After receipt of documents, the Customs 
Officer will seal the store room. All liquor and cigarette stocks will be 
sealed and reasonable ship's requirements while in port should be taken 
from store before sealing. This amount recommended to be assessed 
and be ready for removal from the stores prior to the vessel's arrival in 
port. During the stay at the port, and upon request and giving prior notice 
to the Agents’ supervisor on board, arrangements may be made to have 
the Customs officials open the stores to issue further quantities of stores 
for crew consumption. 

AIRPORT: Abadan International Airport about 10 minutes by car. 
TELEPHONES: May be placed on board. 

SHORE LEAVE: See “Identification Cards”. 

IDENTIFICATION CARDS: According to regulations in force seamen 
should hold shore pass issued by respective Agents and signed by the 
Port Health, Port Police and local town Police Authorities. All shore 
passes should bear a photo of the holder, in order to facilitate checking 
at exit of port area. It is therefore necessary for officers and crew to 
have a photograph ready on arrival at the port to facilitate obtaining 
shore passes. 

All officers and crew of ships lying at jetties or anchorage of the Port 
of Khorramshahr to carry their Seamen's Books with them when going 
ashore. At the gate, the Seamen's Books will be checked by the Police 
against the shore pass of each crew member, the Seamen's Book will 
then be kept by the Police and will be returned to the holder when 
returning through the gate. 

PROVISIONS: Fresh provisions in limited quantity can be obtained but 
large quantities of provisions sometimes may not be possible to arrange 
due to the fact that the Municipality is controlling the market and 
sometimes may prohibit the supply of the items which are in short supply. 
Due to certain formalities involved in supplying provisions to vessels, it 
is requested that 24 hour notice be given to the shipchandler. 
STORES: Local commodities only available. Bonded stores not 
available. 

LAUNDRY: Laundryman can be arranged upon request. 
AUTHORITY: Ports and Shipping Organisation, Tehran. 


AGENT: See “Bandar Abbas/Kharg Island”. 
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LAVAN ISLAND: 26.47 N. 53.20 E. 


Note: Production has been resumed. 


(See Plan) 


LOCATION: Lavan Island is 13 miles long and about 2.5 miles wide. It 
is situated on the S.E. coastline of Iran in Lat. 26° 48’ N., Long. 53° 16’ E. 
(Island centre). The Island lies roughly East — West. 
PORT LIMITS: Port area limits which are under the control of |OOC, 
extend between the following points: 

Lat. 26° 47.5'N., Long. 53° 22.0’ E. 

Lat. 26° 46.4’ N., Long. 53° 22.0’ E. 

Lat. 26° 47.5'N., Long. 53° 19.4’ E. 

Lat. 26° 46.8'N., Long. 53° 19.4' E. 

Vessels must not enter this area without permission from the Port 

Control. Anchoring in this area is prohibited. 


DOCUMENTS: 

5 Crew and Passenger Lists. 

2 Stores Lists. 

2 Bonded Stores Lists. 

Clear Bill of Health from last port. 

4 Bills of Lading. 

8 Manifests. 

In Iran, an additional copy of the Bill of Lading is required for all exports 
from the country. This must be signed by the Master and forwarded to 
the Customs Authorities, Lavan Island by the ship's Agent. 


EARLY SAILING PROCEDURE: 
Notice to Masters — Early Sailing Procedure: 

In order to minimise delays to tankers awaiting official documentation 
after loading at the port, an Early Sailing System is now in force. 

The following documents are prepared in advance, except for cargo 
figures, and presented by the ship’s Agent to the Master for his signature 
upon the ship's arrival at the loading dock. 

(A) Nos...... Originals & Nos...... opies IOOC Bill of ap 

(B) Nos...... Originals & Nos...... Copies |OOC Certificate of Origin and 
Cargo Manifest. 

(C) Nos...... Originals & Nos...... Copies |OOC Tanker Time and 
Loading Report. 

(D) Nos...... Originals & Nos...... Copies |OOC Report of Cargo and 
Ship’s Ullages. 

(E) Master's Receipt for Documents covering both pre-signed and 
onsite prepared forms. 

Documents for Master's use, and for the Consignee care of the Master 
will be retained on board. All other pre-signed documents to be returned 
by the Agent to the |OOC Terminal Office. 

Official cargo figures will be passed to the Master by radio within 1 
hour of his departure. Advice of quantities loaded should be inserted by 
the Master on the ‘Bill of Lading’ and ‘Certificate of Origin’ forms as prior 
indicated. 

Hand written copies of items (C) and (D) will be passed to the Master 
for his reference. 

In cases of disagreement on cargo figures, the Master may, 

(1) ‘Note Protest’ by cable or telex. 

(2) Authorise the ship’s Agent to ‘Note Protest’ on his behalf. 

(3) Pass a written ‘Note of Protest’ to the Berthing Master who will 

acknowledge receipt on behalf of the Terminal. 

1OOC appreciates the co-operation of Masters, Owners, Shippers and 
Consignees in agreeing to implement this system. 


APPROACHES: Vessels approaching Lavan Island from due South will 
have a clear approach. 
(a) Landfall. There are 5 gas flare towers and 1 ground flare. The most 
conspicuous flare is in position Lat. 26° 47' 34” N., Long. 53° 20’ 39” E. 
situated in the vicinity of Port Area. This flare onshore, when burning, 
makes a conspicuous landfall for Lavan Island, but at night from a 
distance tends to obliterate the various navigational lights. 
The other flares are in position, 
Lat. 26° 47’ 41” N., 
Lat. 26° 48’ 25” N., 
(Group of 3 flares). 
All tanks in the IOOC Tank Farm are painted white. 
The two front tanks have the word |OOC painted in black on the South 
side. Tank No. 2 is in position Lat. 26° 47’ 57” N., Long. 53° 20’ 24” E. 
A 1,000,000 bbls. tank has recently been constructed and added to the 
M9 Farm capacity. It is sited at the rear of the former 6 x 500,000 bbis. 
tanks. 
(b) Navigational Dangers. South side of Island is open and free from 
dangers, but care should be exercised approaching from seaward as 
soundings shallow rapidly near coast with depths of 200 ft. only 4,500 ft. 
off shore. 
(c) Charts covering the operational areas of |OOC are: 
USHO 3647, 3648, 3650, 3660. 
BA 2837, 2847, 2858, 2887, 2888, 3517, 3707. 


PILOTAGE/NOTICE OF READINESS: Vessels must not enter the Port 
Limits without a Berthing Master on board. 

Vessels should wait for the Berthing Master approximately 2 miles 
S.E. of the loading dock. 

The Terminal operates a pilot launch and mooring launch for rope 
handling by messenger lines. 

Pilot Room to be available and ready for the Loading Master and also 
trainee accommodation, should they decide to stay on board throughout 
the loading. 

Immediately upon boarding the vessel, the Berthing Master will 
present the following documentation to the Master for his signature: 

(a) A copy of the Port Rules and Regulations Book receipt and 
agreement form. 

(b) 1OOC “Notice of Readiness” form. 

(c) Combined Tug, Pilot, Berthing/Unberthing charge form. 

(d) Fire and Safety Regulations and No Smoking Notices for posting 
in approved spaces. 
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Long. 53° 20’ 19” E. 
Long. 53° 20’ 03” E. 


All the above documents must be processed prior to the Vesse) 
berthed. , 
A vessel arriving in light condition must have sufficient ballast o, 
for safe handling. As the Terminal dock is located in the open sa 
amount has been set at 33% of the d.w.t. Trim must not be meres 
10 ft. by the stern. t 
The Master's “Notice of Readiness” will be rejected if any of the 

is oily, or if there is any leakage of oil from the vessel duri 

or any unsatisfactory condition on board ship which 
cargoworthiness or seaworthiness while under the jurisdiction 
Terminal. ' 

In all such situations of dispute, the decision of the 1OOC yp 
Superintendent will be final. 

NAVIGATIONAL AIDS: Warning: The following information js fey 
guidance of ships. |OOC does not guarantee or warrant that the 
aids to navigation are in the stated positions or operating. 

Lavan Island Terminal Beacon: Located in Lat. 26°49), 
Long. 53° 21.3’ E. Fitted on top of a steel lattice tower 182 ft. ay 
MLWIS. Light exhibited is Gp.Fl. (3) ev. 12 sec. vis. 15 miles, 

Terminal Sea Buoy: Located in Lat. 26° 46.5’ N., Long. 53° 2; 
A white can buoy with lattice tower and radar reflector. Light exhiby 
is Fl. ev. 5 sec. vis. 3 miles. 

Salman Pipe-line Marker Buoy: Located in Lat. 26°43) 
Long. 53° 20.5’ E. A red can buoy with lattice tower and radar refi 
Light exhibited is FI.R. ev. sec. vis. 3 miles. 

Salman Pipe-line Rear Beacon (Onshore): Located in , 
26° 48.0’ N., Long. 53° 20.2’ E. Fitted on top of a steel lattice iy 
192 ft. above MLWIS. Light exhibited is FI.R. 10° vector, centred 
the oil pipeline, vis. 12 miles. 

Salman Pipe-line Front Beacon (Onshore): Located in y 
26° 47.6’ N., Long. 53° 20.1’ E. Fitted on top of a steel lattice ip 
115 ft. above MLWIS. Light exhibited is FI.R. 10° vector, centred» 
the oil pipeline, vis. 12 miles. 

The Salman Pipe-line lights in transit signify a vessel is overs 
Salman pipeline. Anchorage is prohibited within the area covered by 
vector outline of the range lights, 10° apart. 

Reshadat Radio Mast: Located in Lat. 26° 48.2’ N., Long. 53° 192) 
A steel lattice tower, painted red, 408 ft. above MLWIS. Light exhity 
is Occ. R. ev. sec. visible 20 miles. 

Decca Mast — Station “Green South”: Located in Lat. 26° 475) 
Long. 53° 22.4’ E. A steel lattice tower, painted red and white bay 
336 ft. above MLWIS. Light exhibited is FI.R. vis. 20 miles. Ny 
Operation. 

Flares: The following flares are highly conspicuous and ten 
obstruct the other navigational aids: 

Salman — Located in Lat. 26° 47.6’ N., Long. 53° 20.6’ E. 

Reshadat — Located in Lat. 26° 48.4’ N., Long. 53° 20.0’ E. 

LDC — Located in Lat. 26° 47.7’ N., Long. 53° 21.0’ E. 

Radio Beacons: The following radio beacons belonging to |O0C: 
situated onshore and offshore at the Company's Salman Oil Field: 

Signal LD transmitted on 310 kHz. Located in Lat. 26° 478) 
Long. 53° 23.0’ E. 

Signal LA transmitted on 397 kHz. Located in Lat. 25°322) 
Long. 53° 09.0’ E. 

ANCHORAGES: Vessels must not enter port limits (which enchs 
Prohibited Anchorage Area and Manoeuvring Area). They sm 
proceed to vicinity of suggested Anchorage Area East of Oil Loat 
Dock and East of Long. 53° 22’ 00” E., and in suitable depths of @ 
wait for |OOC Berthing Master. The sea bottom is good holding gov 
Depth about 40 m. 

RESTRICTED AREAS: Salman's Production Facility (Offshore): 

Located in Lat. 25° 32.2’ N., Long. 53° 09.0’ E. 

The above platform complex, approximately 76 nautical miles Sv 
of Lavan Island, is situated in the centre of the Salman Oil Field. 

This area, and 3 miles around it, is prohibited to navigation. 

Crude oil is delivered to Lavan Island from offshore oil fields! 
submarine pipeline. 

From the Salman production complex in Lat. 25° 32.0'N., 
53° 09.1’ E. A 22 in. pipeline running approximately 008° T to ast 
location on Lavan Island at Lat. 26° 47.5’ N., Long. 53° 20.1’ EF 
the Reshadat production complex in Lat. 25° 45.5’ N., Long. 52° 545° 
An 18 in. pipeline running approximately 023° T to a shore locate’! 
Lavan Island at Lat. 26° 47.5’ N., Long. 53° 20.0’ E. 

In addition to the above, a 14 in. submarine pipeline has been® 
from the Balal Oil Field (undeveloped) to Lavan Island. The pipeline® 
approximately 056° T from an offshore location in Lat. 26° 18.8" N..Le 
52° 32.8’ E., to a shore location on Lavan Island at Lat. 26° 476! 
Long. 53° 19.6’ E. 

Vessels are requested not to anchor or carry out any under ® 
seabed operations in the vicinity of these pipelines. 

MAX. SIZE: Water depths, adjacent to the dock, at LW are: 
Berth No. 1: 68 ft. 4 in. (20.83 m.) 
Berth No. 2: 65 ft. 0 in. (19.82 m.) 
Keel clearance required by the Terminal is 3 ft. 0 in. at all times 
Tonnage capacity of the loading dock is: 
Berth No. 1: 200,000 d.w.t.* 
Berth No. 2: 75,000 d.w.t.** 

“Vessels in the range 200,000 d.w.t. — 225,000 d.w.t. may be act 
subject to prior approval from |OOC Management which is bas*’ 
answers to a 14 point questionnaire. 

**Vessels are accepted for Berth No. 2 based on tonnage, 0 
length (maximum 850 ft. = 259m.) and position of the 
relation to the bow. Vessels over 65,000 d.w.t. should always be 
by |OOC prior to firming up a nomination. ‘ 

Following is a table of maximum loads that different size tanke® 
have on board on arrival, and remain acceptable for berthing: ‘ 

(a) The maximum size vessel that is acceptable for berthing nt 
loaded condition is 100,000 d.w.t. This refers to vessels nomi 
bunkers only. 


The maximum acceptable arrival load for tankers in the range 
Pode. — 120,000 d.w.t. is 90,000 tons (675MB+). 
The maximum acceptable arrival load for tankers in the range 
v: 900 d.w.t. — 170,000 d.w.t. is 85,000 tons (638MB=). 
“the maximum acceptable arrival load for tankers in the range 
90 dwt. — 225,000 d.w.t. is 70,000 tons. 
mms schedule to be used in conjunction with the standard 14 point 
sessonnaire for very large crude carriers. 

asthe berths have not been dredged for a long time, the maximum 
soature drafts have been reduced to 65 ft. at Berth No. 1 and 35 ft. 


es 
SRANCE: (Arrival): After Berthing Master has boarded vessel at 
limits, and before vessel allowed proceed, Master will be required 
following forms. (a) Condition of use of Port of Lavan Island, 
Tug Requisition. , : é : 
"ygsier will also be provided with copies of Fire and Safety Regulations 
od a Safety Inspection form. After Pratique granted, Customs 
carried out. Master will be required to furnish particulars of 
including bonded stores, cargo, bunkers, and other information. 
5 of the Crew List and stores remaining on board will be required 
‘ore clearance is granted. Customs surveillance is Strict. 

The Terminal operates an Early Sailing System covering all cargo 
seumentation. The following documents will be prepared in advance, 
weeot for cargo figures, and presented by the ship's Agent to the Master 
wns signature, upon the ship's arrival at the loading dock. 

4) BIL. (b) Certificate of Origin and Cargo Manifest. (c) Tanker Time 
ygLoading Report. (d) Report of Cargo and Ships Ullages. (e) Master's 
seit for documents. 

Official cargo figures will be passed to the Master within 1 hour of his 
searture for insertion by the Master on the Bill of Lading and Certificate 
#Origin and Cargo Manifest. 
in cases of disagreement over cargo figures the Terminal will accept 
se Masters “Note of Protest” by telex, by the authorised ship’s Agent, 
yy written note handed to the Berthing Master. 
4ALTH: Owners should check with Agent respecting any recent 
soosition of anti-epidemic regulations and requirements for additional 
sections for crew members. In the case of tankers, doctor will board 
wen ship berthed at Loading Dock and for cargo vessels after ship has 
vehored. Should vessel, in either case, arrive from another Iranian port 
edcarry a Clear Bill of Health, doctor will not normally board, and 
*ratique automatically granted. 

Signals to be exhibited for vessels entering from foreign port: by day: 
Q' Flag flown at masthead; by night: red all-round light, over white all- 
wnd light. If suspected that ship has disease or fever on board, ship 
elreport details by VHF Channel 12 to Lavan Island. 

There are occasional outbreaks of cholera. International Certificates 
i noculation/Vaccination are essential. 

See Radio, “Free Pratique”. 

§ADIO; Vessels nominated to load at Lavan Island should transmit 
stval information 96 hours and confirm 48 hours prior to arrival. 

Arival messages should be transmitted to the following address 
‘ough either Bandar Abbas Radio (EQI) or Lavan Radio (EQV). 

(00C Tehran. Telex: 212598 — 212346 — 212707 “Attn. Marsupt. 
avan”. 

Arival messages to be in the following format: 

AA Name of ship. 

BB ETA Lavan in GMT and last port. 

CC Cargo(s) required and Bunker(s) required. 

DD Deballast time. 

EE Size and number of connections for cargo/bunker. 

{bunker connection only one side of maniforid, state location. 

_lavan Radio Station, is operating on 500 kHz, call sign EQV, from 
SW hrs. - 1330 hrs. GMT. 

(00C tugs maintain a listening watch on 2182 kHz. Vessels should 
‘nmence calling “Kosar | and II" when passing Quoin Island. When 
wmlact has been made, switch to working frequency 2638 kHz. 

“dio Free Pratique: Vessels requesting Free Pratique by radio are 
‘wired to transmit the following message through the same Channels 
sheir ETA advice. 

AA Name of vessel and ETA Lavan Island (in GMT). 

8B Number of crew and state of health. 

CC Number of vaccinations required for Cholera. 

DD beng of deaths or cases of serious illness in the last 30 

jays. 

EE Name of all ports called at during the last 30 days. 
_, -F_ Master's Name. 

‘Point Questionnaire: 

P 14 point questionnaire has to be completed and sent to NIOC by 
““opals prior to appointment of a vessel for loading cargo at Lavan 
“and as follows: 

'. Overall length of vessel. 

« Moulded depth of vessel. 

+ Mean draft in light condition, ready to load (i.e. with only permanent 
ballast on board). 


Can vessel discharge permanent ballast concurrent with cargo 
Ing? 


>! any clean ballast is carried in the cargo tanks, can this be 
5 yoregated and discharged concurrent with cargo loading? 
answer to (5) above is “Yes” what will be the mean draft with 
, Permanent ballast and clean cargo tank ballast on board? 
Ms hab be the maximum loading draft? Is this Summer or Tropical 


* What is required “Owners Clearance” under keel in loaded 
F encition? 
0 “ight of loading valve manifold connections above the deck. 
+ stance of loading valve manifold centre from the bow. 
re 'S spacing (on centres) between loading valve manifold 
bating® and how many connections are available for this 
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12. Distance of loading valve connection from side of ship. 

13. Advise if Lavan Island is first or second loading port. 

14. If second loading port, how much cargo will be on board on arrival 
and what will be the arrival draft, fore and aft? 

VHF: Lavan Terminal maintains a listening watch 24 hours on VHF 

Channels 16 and 12. 

Vessels should commence calling “Lavan Island” 4 hours prior to 
arrival, on Channel 16. When contact has been made, switch to working 
frequency Channel 12. 

TUGS: Two modern diesel tugs of 3,120 b.h.p. fitted with controllable 
pitch propellers and a bollard pull of 42 tons are stationed at the loading 
dock and used for all manoeuvres. 

The tugs are equipped with their own towing lines, fire fighting 
capability, foam, dispersant and fire wires. 

Both tugs are on instant readiness throughout the entire time that a 
vessel is alongside the loading dock. The tugs will answer emergency 
signals, or can be called on VHF Channel 12, or by telephone (Tel. No. 


355). 
BERTHING: Vessels should have the following equipment ready for use 
upon their arrival at the port: 

(a) Anchors, port and starboard, ready for letting go. 

(b) Ropes or wires, eight each end, not on automatic tension. 

(c) Derricks rigged if shore reducers or flexible hoses are required. 

(d) Manifold blanks removed and reducers fitted ready to connect 
16 in. series 150 ASA loading arm flanges. 

se) Accommodation ladder lowered together with the pilot hoist or pilot 
ladder. 

Note: Berthing Masters will not board any vessel which does not present 
a clean safe means of access. 

(f) Ballast tank lids opened to allow the Berthing Master to inspect 
ballast water. 

The tanker loading dock is constructed of a loading platform in the 
centre of 4 two-sided jacket piled breasting dolphins, and 4 outlying two- 
sided jacket piled mooring dolphins. 

The dock is 1,240 ft. (378 m.) long, and is connected to the shore by 
a trestle 1,764 ft. (538 m.) long. 

The platform deck is 31 ft.4in. (9.55m.) above Chart Datum 
(MLWIS). 

Maximum reach of the loading arms above Chart Datum is: 

Distance Manifold Elevation 
to Ship’s Side 


10 ft. (3.05 m.) 76 ft. 6 in. (23.32 m.) 
12 ft. (3.66 m.) 75 ft. 9 in. (23.09 m.) 
14 ft. (4.27 m.) 75 ft. O in. (22.85 m.) 
16 ft. (4.88 m.) 74 ft. 0 in. (22.56 m.) 
18 ft. (5.49 m.) 72 ft. 9 in. (22.18 m.) 


Rigid “Chicksan” hydraulically operated loading arms are situated on 
both sides of the loading platform. 


Berth No.1 4x16 in. for crude oil loading. 

Berth No. 1 1x12 in. for product loading — (fuel & gas oil). 
Berth No.2 2x16 in. for crude oil loading. 

Berth No.2 *1x16in. for naphtha loading. 

Berth No.2 1 8in. for product loading (fuel & gas oil). 


* Gas oil can also be loaded through this arm. 

All loading arms are fitted with a series 150 ASA American Standard 
outer flange with quick connection coupler. 

The Terminal carries a full range of aluminium reducing spool pieces 
and flexible hoses (15ft.x8in.) for crude and _ product/bunker 
connections. 

Shore gangways are provided for both berths, with a safety net for 
each gangway. 

Fire wires must be rigged forward and aft, of sufficient strength to tow 
the vessel away from the berth in an emergency. The “eye” of the fire 
wire must be lowered to within 6 ft. of the water and maintained at this 
level at all times. The IOOC tugs are equipped with their own towing 
wires which will be shackled onto the vessel's fire wire. 

Rat Guards: All ships berthed alongside must provide rat guards for the 
ship’s moorings. 

LOADING: Tankers are loaded at Lavan Island alongside an “‘L"” shape 
2 berth jetty, approximately 2,000 ft. offshore. The loading platform is 
fitted with rigid hydraulic loading arms which have quick connection/ 
release couplers attached to the end flange. 

There are 4 16 in. arms on the South Berth (No. 1) for crude loading, 
and 2x16 in. arms on the North Berth (No. 2) for crude loading. 

Crude oil is delivered to the loading platform by gravity through 
236 in. lines from a 4,000,000 barrel tank farm (Salman), and from a 
1,500,000 barrel tank farm (Reshadat). 

Flow rates under normal conditions, with only 1 vessel loading, are 
approximately, Berth No. 1 (4 arms) 52,000 bbls./hr., Berth No. 2 
(2 arms) 32,000 bbis./hr. 

Flow rates with a vessel loading at each berth are approximately, 
Berth No.1 (4arms) 40,000 bbis./hr., Berth No.2 (2 arms) 
24,000 bbis./hr. 

The minimum flow rate is 15,000 bbis./hr. All vessels accepting 
nominations to load at Lavan Island must be capable of loading crude 
at rates above this figure. 

The API of Salman Crude Oil is 34 and the API of Reshadat Crude 
Oil is 35. 

The temperature of Salman Crude Oil varies between 91°F and 78°F 
(Summer/Winter), and the temperature of Reshadat Crude Oil varies 
between 85°F and 66°F (Summer/Winter). 

The Terminal will accept cargo requests 10% above or below the 
official nominated quantity unless specifically requested otherwise by 
the Consignor. 

A shore stop to close off the flow of crude oil to the tanker will be 
executed by the Terminal provided the Master issues a written request 
to the Loading Master upon arrival at the loading dock. This request 
must include the statement that |OOC will not be held responsible for 
any error in the final quantity loaded. 
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Masters should note that in cases of overloading the excess cargo 
cannot be returned to the shore line. 

Masters should also be aware that they will be held responsible for 
any overflows and pollution caused by their request for a shore stop. 

An “Early Sailing System” of tanker documentation is operated by the 
Terminal as standard practice for all cargoes. 

The Terminal will accept the “Load-on-Top” system of co-mingling 
tank cleaning oil residue from previous cargoes with the nominated 
quantity of Salman or Rostam crude oil, provided agreement has been 
obtained from the Consignor. 

Slops should be segregated in a special “slop tank” or accumulated 
in one of the cargo tanks. A sample of the slop must be taken on arrival 
at the loading dock and kept for any future reference. Exact quantities 
must be calculated. 

Vessels which arrive in ballast to load part cargo, should endeavour 
to place the ballast in such a manner as to allow loading to commence 
upon arrival at the loading dock. 

The ballast may be retained for discharge en route to the next port, 
or discharged concurrent with loading. Provided the vessel can show 
adequate valve separation, this method is accepted by the Terminal, 
and will be finally confirmed by the Loading Master when satisfied that 
no pollution or contamination will occur. 

Vessels arriving in ballast to load a full cargo, who carry most of their 
ballast in “permanent ballast” tanks, should also endeavour to arrange 
the remaining ballast in such cargo tanks as to allow loading to 
commence upon arrival at the loading dock, and discharge concurrent, 
using segregated lines and pumps. The Terminal will accept this system 
on the same basis as above paragraph. 


BALLAST: The Terminal does not have any reception facility for 
disposal of dirty or contaminated ballast. 


TIDE: The mean range of tide is 3 ft. 9 in. (1.14 m.) 
The extreme range of tide is 5 ft. 6 in. (1.68 m.) 
The highest tide recorded is 7 ft. 3 in. (2.21 m.) above MLWIS. 
The lowest tide recorded is 0 ft. 5 in. (0.13 m.) above MLWIS. 
A chart reading automatic tide gauge is fitted on the loading dock. 


FUEL: Bunkers are now available at Lavan Island and can be loaded 
at both berths of the tanker loading dock through rigid hydraulic operated 
Chiksan loading arms. 

These bunker products are provided by the Lavan Distillation Complex 
(LDC) which is operated by the National Iranian Oil Company (NIOC). 
Available bunker products are fuel oil and gas oil. 

The plant also produces naphtha. 

Bunker Requests: 

Requests for information on bunkering should not be directed to |OOC. 
All questions relating to the bunker facility at Lavan Island will be handled 
by NIOC Marketing & Exports Division. 

The address is: 

Marketing & Exports, 
National Iranian Oil Company, 
P.O. Box 1863, 
Tehran, Iran. 
Cable Address: Naftmelli Tehran 
Telex: 21-2514, 21-2613 and 21-2182 
Telephone: 6151 — ask for Marketing. 
LDC Tank Capacity is: 
Naphtha 53,000 cu.m. (333,360 bbls.) 
Fuel Oil 38,400 cu.m. (241,530 bbls.) 
Gas Oil 30,800 cu.m. (193,730 bbis.) 
LDC loading rates, by pump are: 
Naphtha 1,500 t.p.h. 
Fuel Oil 500 t.p.h. 
Gas Oil 500 t.p.h. 
LDC loading arms at the tanker dock are: 
Berth No. 1: 1x12/in. supplying both fuel and gas oil. 
Berth No. 2: 1x8 in. supplying both fuel and gas oil. 
Berth No. 2: 1x16 in. supplying both naphtha and gas oil. 
LDC product specifications are: 
Naphtha SG at 60°=0.7205 (API at 60° 64.9) 
Fuel Oil SG at 60°=0.9560 (API at 60° 16.5) 
Viscosity Redwood at 100°=1,440 seconds. 
Gas Oil SG at 60°=0.8450 (API at 60° 35.9) 
MEDICAL: IOOC operate small clinics on the Island with resident 
doctors. This facility will be made available for emergency cases only. 
DENSITY: The temperature of sea water alongside the Loading Dock 
varies from 71°F. in January to 93°F. in August. The density of sea water 
alongside the Loading Dock varies between 1023 and 1026. 
FRESH WATER: None available. 
FIRE PRECAUTIONS: Vessel receives full detailed instructions from 
Berthing Master. Vessels must have fire-wires and engines not to be 
immobilised. 
CONSULS: No consular representation on Lavan Island. Embassies of 
most nations are situated in Tehran. 
REPAIRS: No repairs allowed alongside oil loading jetty. No workshop 
or repair facilities available. Ship's main engines must be available at 
all times while a ee jetty. 
MARINE SURVEYS: Surveyors of the American Bureau of Shipping 
and Lloyd's are stationed at Bandar Abbas. 
CARGO GEAR: Ship's discharging dry cargo to barges in the cargo 
ship anchorage use ship's gear. 
AIRPORT: No scheduled or regular air flights to Lavan Island. All aircraft 
required for transportation of goods or passengers must be made by 
charter. Airport is used by Oil Company Charter planes only and no 
other passengers are carried except in an emergency situation. 
TIME: Standard zone time for Iran is GMT plus 3.5 hours. 
POLICE/AMBULANCE/FIRE: There is a Government Gendarmerie 
Station on the Island. There are no telephones established for these 
services. pt ws will be handled by |OOC staff in case of tankers. 
SHORE LEAVE: Ships’ crew not allowed to go ashore. 
CREW CHANGES: Not permitted. 
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GARBAGE DISPOSAL: Not available. 
WASTE OIL DISPOSAL: Not available. 
SEAMAN’S CLUBS: None. 
CURRENCY: Iranian Rial. 
REGULATIONS: (Miscellaneous): Painting and scaling. 
chipping, scaling or spray painting on deck or overside strictly Prohiy 
while vessel at any jetty berth. 
WEATHER: In Summer time from May to September te 
reaching 110°F. (43°C.) and humidity ranging from 10% to 109; 
Winter (November to March) mild and pleasant with 
temperature approximately 48°F. (9°C.). The wind for most of yea. 
N.W., but sometimes particularly during Winter strong S.E. Storms), 
to occur lasting for several days. Oil Loading Pier partly shelters. 
N.W. winds, but exposed to winds from South. : 
During Winter storms, waves of 8 ft. to 10 ft. often occur. A MAX. 
height of 15 ft. has been recorded at the Southern end of the 
GENERAL: Flag: All vessels are required to fly the Iranian Flag in bray 
territorial waters which extend 12 miles offshore. 
ee Dumping overside of garbage and refuse prohibited ys 
rea. 
Sanitation: Government Health Regulations require suitable 
be fitted over all lavatory discharge outlets, etc., to prevent fouling 
jetty or craft alongside. . 
Damage to Port Facilities: \f a Master has reason to suppose tha, 
damage has been caused by his vessel to any Port Facilities, he» 
agree, in writing, with IOOC Berthing Master as to nature and exe, 
such damage, and this must be confirmed by lOOC Nj» 
Superintendent. |OOC has standard liability forms which cover boty 
and shore, and are issued on every occasion. 
Rat-guards: All ships berthed alongside must provide Rat-guars) 
Ship's Moorings. 
No visitors: No visitors allowed on terminal dock, or on board vem 
alongside dock, unless by written permission of Marine Superinteny 
Only persons having authorised work will be given access to port i» 
dock or vessels. 
AUTHORITY: Iranian Offshore Oil Company, 339 Dr.Beheshti Avey 
Tehran, tran. Tel: 624102-5. Telex: 212598, 212346, 212 
Cables: Falatghareh, Tehran. 
Mail Address: P.O.Box 1434. 


AGENT: See “Bandar Abbas/Kharg Island”. 


SIRRI ISLAND: 25.54 N. 54.33 E. (See Pie 


FLAG: The Iranian flag, green side uppermost, must be flown whik! 
vessel is within territorial waters. Iranian territorial waters extend 12m 
seaward from the mainland and offshore islands. 
LOCATION: The loading station is located in the S.E. part of the se 
of Sirri at: : 

Lat. 25° 54’ N., Long. 54° 33’ 30” E. 

Landfall on the island presents no difficulty, by day or night, for vese 
coming from the Strait of Hormuz or from one of the Gulf Ports.” 
Island gives a good radar echo at 17 miles. 

PORT LIMITS: Port area limits which are under the control of Ni0 
— Offshore extend between the following points: 

Lat. 25° 55.0’ N., Long. 54° 33.1’ E. 

Lat. 25° 55.0’ N., Long. 54° 34.6’ E. 

Lat. 25° 52.0’ N., Long. 54° 31.1’ E. 

Lat. 25° 52.0’ N., Long. 54° 34.6’ E. 

Vessels must not enter this area without permission from the* 

Control. Anchoring in this area is prohibited. 

NAVIGATIONAL AIDS: 

Warning: The following information is for the guidance of ships. N° 
— Offshore does not guarantee or warrant that the listed ae 
navigation are in the stated positions or operating. 

Sirri Island Terminal Light located in: Lat. 25° 54’ N., Long. 54° 
Light exhibited Fl. W. every 7 secs., visible 10 miles. 

A lighted buoy, showing FI. W.(3) every 12 secs. is visible 6™ 
and is located to the West of the S.E. end of the island. 

The flare located in: Lat. 25°54.1'N., Long. 54° 31.9’ E. is © 
conspicuous and tends to obstruct the other navigational aids: 

Masters may find it useful to refer to the each documents: 

1. French Hydrographic and Oceanographic Department O¥ 
No. 2172 and 6051. 

2. French Nautical Instructions, Series L, Volume IV. 

3. British Admiralty Charts No. 2837, 2887, 2832 and 3781. 

4. Lights and ne Signals Book, series L. 

PROHIBITED AREAS: Nasr Production Facility (Offshore) loca® 
position: Lat. 25° 42’ N., Long. 54° 17’ E. “a 

The above platform complex, approximately 18 nautical miles* 
of Sirri Island, is situated in the centre of the Sirri “A” oil field. 

This area, and 3 miles around it, is prohibited to navigation. 

Crude oil from offshore oil fields is delivered to Sirri |s@® 
submarine pipeline, from Papa production complex. ; 

3 pipelines running approximately 182°T to a shore location ®” 
Island at: Lat. 25° 53.4’ N., Long. 54° 32.6’ E. 

Vessels are requested not to anchor or carry out any unde # 
seabed operations in the vicinity of these pipelines. - 
PILOTAGE: Vessels must not enter the Port Limits without anN* 
— Offshore Berthing Master on board. 

Vessels should wait for the Berthing Master approximately 2 niet 
the Loading Dock. 5 

Vessels should have the following equipment ready for use upot" 
arrival at the Port: 

(a) Anchors, port and starboard, ready for letting go. 

(b) Ropes or wires, 8 each end, not on automatic tension win 


» perricks rigged if shore reducers or flexible hoses are required. 
> Manifold blanks removed and reducers fitted ready to connect 
“ goin. series 150 ASA loading arm flanges. 

accommodation ladder lowered together with the pilot ladder if a 
* ‘LCC, otherwise a pilot hoist or pilot ladder. 
note: Berthing Masters will not board any vessel which does not 
sent a clean safe means of access. 
» gallast tank lids opened to allow the Berthing Master to inspect 
st water. 
room available and ready for the Berthing Master and also 
* iainee accommodation, should they decide to stay on board 
throughout the loading. ’ 
mediately upon boarding the vessel, the Berthing Master will 
the following documentation to the Master for his signature: 

",) A copy of the Port Rules and Regulations Book receipt and 

it form. 

") NJ.O.C. — Offshore “Notice of Readiness” form. 

» Combined Tug, Pilot, Berthing/Unberthing charge form. 

4 Fire and Safety Regulations and No Smoking Notices for posting 
soroved locations. 

ujthe above documents must be processed prior to the vessel being 


i arriving in light condition must have sufficient ballast on board 
sale handling. As the Terminal Dock is located in the open sea, this 
yrount has been set at 33% of the d.w.t. Trim must not be more than 
of. by the stern. 

Also see “Tugs”. 

WCHORAGE: Vessels arriving to load at Sirri may anchor in 60 m. 
eh of water, 1.5 miles East of the lighthouse of Sirri Island, and take 
saholding anchorage at their own initiative, providing they have not 
saved instructions for docking upon arrival. 
sqnibited Anchorage: Under no circumstances may vessels anchor in 
se zone surrounding the dock area, within a one-mile radius. 

tis strictly forbidden to anchor in the vicinity of the S.E. end of the 
send (undersea pipelines); anchorage to the North and West of the 
sand is considered unsafe and of poor holding qualities. 
4ALTH: Following mooring and positioning of the vessel's access 
aier, Iranian medical authorities or their representative will grant 
*atique. Masters are advised to notify by radio any cases of infectious 
ésease which may have broken out aboard. 

RADIO/VHF: 

{ Vessels nominated to load at Sirri Island should transmit arrival 
somation 96 hours and confirm 48 hours prior to arrival. 

‘rival messages should be transmitted to the following address 
tough either Bandar Abbas Radio (EO!) or Abadan Radio (EQZ). 

N.0.C. —- Offshore Tehran, Telex: 212598 — 212346 — 212707. 

Atin. Marsupt. Sirri. 

Arrival messages to be in the following format: 

AA Name of ship. 

BB ETA Sirri in GMT and last port. 

CC Cargo required. 

DD Deballast time. 

EE Size and number of connections for cargo. 

2 Sirri Island Station, is operating on 500 kHz, and 2182 kHz from 
400 - 0800 hrs. LT and from 1100 — 1400 hrs. LT. 

4. Siri Terminal maintains a listening watch 24 hours on VHF 
cannels 16 and 12. 

Vessels should commence calling “Sirri Island” 4 hours prior to arrival, 
» Channel 16. When contact has been made, switch to working 
*equency Channel 12. 

4. Siri tugs maintain a listening watch on 2182 kHz. Vessels should 
smmence calling “Sirri Tugs” when passing Quoin Island. When 
‘nlact has been made, switch to working frequency 2638 kHz. 

5 Radio Free Pratique: Vessels requesting Free Pratique by radio 
* required to transmit the following message through the same 
annels as their ETA advice. 

AA Name of vessel and ETA Sirri Island (in GMT). 

BB Number of crew and state of health. 

CC Number of vaccinations required for Cholera. 

DD Number of deaths or cases of serious illness in the last 
30 days. 

EE Name all ports called at during the last 30 days. 

FF_ Master's Name. 

‘Point Questionnaire: 

_414 Point Questionnaire has to be completed and sent to NIOC by 
pals prior to appointment of a vessel for loading cargo at Sirri 

*minal as follows: 

' Overall length of vessel. 

: Moulded depth of vessel. 

4 Mean draft in light condition, ready to load (i.e. with only permanent 
_ ballast on board). 

. fe Ler discharge permanent ballast concurrent with cargo 
. dading? 
> If any clean ballast is carried in the cargo tanks, can this be 
, Sgregated and discharged concurrent with cargo loading? 

* answer to (5) above is “Yes” what will be the mean draft with 
, Permanent ballast and clean cargo tank ballast on board? 

sbdal be the maximum loading draft? Is this Summer or Tropical 


Mar 
* What is required “Owner's Clearance” under keel in loaded 
, Sondition? 
if Height of loading valve manifold connections above the deck. 
», ySlance of loading valve manifold centre from the bow. 
hat 'S spacing (on centres) between loading valve manifold 
amen and how many connections are available for this 
4 Distance of loading valve connection from side of ship. 
4 se if Sirri is first or second loading port. 
| pare loading port, how much cargo will be on board on arrival 
What will be the arrival draft, fore and aft? 
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MAX. SIZE: The loading station is designed for docking and handling 
of vessels having a minimum length of 240 m. and a maximum length 
of 365 m. This normally restricts utilisation to vessels in the approximate 
size range of 80,000 d.w.t. to 330,000 d.w.t. The maximum authorised 
draft for these vessels is 24.00 m. (78 ft. 9 in.). 

TUGS: 3 modern tugs of 4,600 h.p., 3,000 h.p. and 2,000 h.p., fitted with 
controllable pitch propellers and a bollard pulls of 65 tons, 45 tons and 
35 tons respectively, one stationed at the loading dock and used for all 
manoeuvres. 

The tugs are equipped with their own towing lines, fire fighting 
capability, foam, dispersant and fire wires. 

Launches: The Terminal operates a pilot launch and 2 mooring launches 
for rope handling. 

NOTICE OF READINESS: The Master's “Notice of Readiness” will be 
rejected if any of the ballast is oily, or if there is any leakage of oil from 
the vessel during loading, or any unsatisfactory condition on board ship 
which affect cargoworthiness while under the jurisdiction of the Terminal. 

In all such situations of dispute, the decision of the Sirri Marine 
Superintendent will be final. 

The vessel's Owner may bring in a Classification Surveyor, at his own 
expense, to conduct a survey. 

BERTHING: Port Facility — Tanker Dock: 

1. Vessels are ordinarily docked port side to the dock on a heading 
of 017°, at mooring piling equipped with “Yokohama” type inflatable 
fenders. Mooring lines are attached to 6 mooring pilings, equipped with 
quick-release hooks. The dock comprises a loading platform linked to 
land by a catwalk. All ships berthed alongside must provide rat guards 
for the ship's moorings. 

2. Water depth, adjacent to the dock, at LW is 28 m. 

3. Keel clearance required by the Terminal is 3 ft. at all times. 

4. Connection and disconnection of the loading arms is performed by 
N.1.0.C. — Offshore personnel, with the assistance of the vessel's crew. 
The vessel's cranes (derricks) are used for lifting 2x 12 in. flexible hoses 
(subject to change). 

Vessels are advised to have their reducers attached to the loading 
manifold, ready for connection. Before connection is begun, the vessel 
will be connected to the arc system voltage equalising cable. 

5. After the vessel is moored and Pratique issued, an N.1.0.C. — 
Offshore representative responsible for loading and safety will reach 
agreement with the vessel as to loading conditions, possible flow rate, 
and quantities to be handled. The N.1.0.C. — Offshore representative is 
on watch on the dock at all times. The Master of the vessel must provide 
him with all the information necessary to ensure proper completion of 
the loading process. The Master shall designate an officer to be 
responsible for loading and safety on board, in liaison with this 
representative, and a crew member who shall be permanently stationed 
near the manifold for direct communication with the dock. The Master 
shall be fully responsible for valve operations and safe loading on board. 
If necessary, the vessel may at any time request a reduction in the 
pumping rate. 

When loading is completed, tank ullages shall be taken by an officer 
of the vessel, in the presence of the N.!.0.C. — Offshore representative. 

The Terminal shall furnish the vessel with samples of the crude 
loaded, taken by continuous sampling on the loading line. Such samples 
shall be numbered and sealed, and shall state the origin of the crude. 

6. At the end of the loading process, the vessel shall notify the 
Terminal 0.5 hour, and again 10 minutes, before the planned stop 
loading. 
LOADING: Loading Facility: 

1. Tankers are loaded at Sirri Island alongside a 1 berth jetty, 
approximately 600 ft. offshore. The loading platform is fitted with rigid 
hydraulic loading arms which have quick connection/release couplers 
attached to the end flange. 

Crude is loaded by 212 in. flexible hoses. Dirty ballast facilities are 
not operational. 

2. The maximum loading rate is 15,000 cu.m./hr. The minimum flow 
rate is 15,000 bbis/hr. All vessels accepting nominations to load at Sirri 
Island must be capable of loading crude at rates above this figure. 

3. The API of Sirri Crude oil is 31. 

4. The temperature of Sirri crude oil varies between 93°F and 86°F 
(Summer/Winter). 

5. The Terminal will accept cargo requests 10% above or below the 
Official nominated quantity unless specifically requested otherwise by 
the Consignor. 

6. A shore stop to close off the flow of crude oil to the tanker will be 
executed by the Terminal provided the Master issues a written request 
to the Loading Master upon arrival at the loading dock. This request 
must include the statement that N.I.0.C. — Offshore will not be held 
responsible for any error in the final quantity loaded. 

Masters should note that in cases of overloading, the excess cargo 
cannot be returned to the shore line. 

Masters should also be aware that they will be held responsible for 
any overflows and pollution caused by their request for a shore stop. 

7. An “Early Sailing System” of tanker documentation is operated as 
standard practice for all cargoes (See “Early Sailing Procedure”). 

8. Most responsible ship owners have adopted a system of tank 
cleaning using circulatory methods of transfer of tank washing on board 
ship and treating these washings with chemicals. The result is that no 
oil is discharged into the sea and the oil separated is collected in a Slop 
Tank. With the written permission of Off-Taking Companies, the Terminal 
will “Load on Top” of such slops. To avoid pollution of the Gulf, this 
system is highly recommended. 

9. Vessels which arrive in ballast to load part cargo, should endeavour 
to place the ballast in such a manner as to allow loading to commence 
upon arrival at the loading dock. 

The ballast may be retained for discharge enroute to the next port, or 
discharged concurrent with loading. Provided the vessel can show 
adequate valve separation, this method is accepted by the Terminal, 
and will be finally confirmed by the Loading Master when satisfied that 
no pollution or contamination will occur. 
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Vessels arriving in ballast to load a full cargo, who carry most of their 
ballast in “permanent ballast” tanks, should also endeavour to arrange 
the remaining ballast in such cargo tanks as to allow loading to 
commence upon arrival at the loading dock, discharge concurrent, using 
segregated lines and pumps. The Terminal will accept this system on 
the same basis as above paragraph. 

10. Dirty ballast tank and system are not operational at present. 
BALLAST: Ballast Upon Arrival: Vessels must come in with adequate 
a and proper trim to be able to manoeuvre in satisfactory conditions 
of safety. 

Ballast must not be less that 30% of d.w.t., or 50% of loaded draft; 
FW, bunkers and stores are not considered ballast. N.!.0.C. — Offshore 
reserves the right to leave at anchor vessels not meeting these 
conditions; the resulting delay will be for account of the vessel. 

The Terminal is equipped with a dirty ballast holding tank; ballast 
unloading is performed by two 20 in. arms. Any discharge of dirty water 
overboard is forbidden (the system is not operational at present). 
Ballast Discharge: A 90,000 cu.m. storage reservoir enables vessels to 
discharge the dirty water ballast from their tanks into N.I.0.C.— Offshore 
land installations, by means of two of the 20 in. handling arms in the 
dock installation (the system is not operational at present). 

Disposal of Ballast: \nternational Law: Ship’s Masters are held 
responsible to observe International Convention Laws concerning 
pollution of the sea, having particular regard to the Gulf Area. 
Disposal of Ballast at Sea: Ship’s Masters are warned that no dirty 
ballast, or bilge water should be disposed of in the sea within 50 miles 
of the coast of Iran. 

When so disposing of ballast, all pipelines, sea suctions, strainers, 
and pumps that are later to be used to discharge clean ballast, must be 
flushed clean, so that there will be no chance of even a small amount 
of sea pollution when the clean ballast is pumped out. 

Master's Responsibility: It is the ship’s Master's responsibility to see that 
no oil of any kind is pumped or spilled overboard from his ship. 
Categories of Pollution: This includes oil water from bilges, crude residue 
from previous voyages, or any other matter that may result in pollution 
of the sea. Any fines imposed shall be to ship’s account. 

Tank Inspection: As soon as practical after arrival, all vessels’ tanks will 
be inspected for oil in ballast. During discharge of ballast similar 
inspections will continue. 

Ship Rejections: If evidence of oil appears at any of these inspections 
the ship will be rejected, and will not be accepted until satisfactory 
evidence is produced that such ballast was disposed of in a proper 
manner. If during inspection, or during progress of loading, it is revealed 
that ship's tanks are not tight, or that oil is leaking from the ship, she 
may be rejected or refused further loading. 

Ship Survey: Should the ship’s tanks be found leaking it will not be later 
accepted for loading, unless satisfactory evidence duly certified by 
Lloyd's or A.B.S. Surveyors, or other recognised Surveyors of repair, is 
submitted. 

Notice of Readiness Rejection: Any vessel rejected because of dirty 
ballast or sea pollution will automatically nullify his “Notice of Readiness” 
and lose any priority of position for loading. 

On return from sea, ships’ Masters should tender a new Notice of 
Readiness to N.1.0.C. — Offshore. If this is accepted by N.I.0.C. — 
Offshore vessels will then be entered for loading at the new time of 
acceptance. Vessels will be rejected for dirty ballast at all times. 
Ballast Quantity: A vessel must have sufficient ballast for safe handling, 
with due regard to existing weather and sea conditions. Through a 
careful watch of the weather and sea conditions, frequent exchange of 
information between ship and Terminal, and by a knowledge of the 
behaviour of his own vessel a ship's Master may come to the Terminal 
with a minimum of ballast and thus lessen any possibility of infringement 
of sea pollution regulations. 

Additional Lighting: In addition to the lights usually displayed, vessels in 
the berth discharging ballast or loading cargo during darkness will 
themselves illuminate the sea around the ship, so that any pollution will 
be readily noticeable. 

Special Provision: Vessels equipped with a separate system of ballast 
tanks will be allowed to discharge ballast and load oil simultaneously, 
providing approval is first obtained from the Sirri Terminal 
Superintendent. 

Load on Top Method: Most responsible ship owners have adopted a 
system of tank cleaning using circulatory methods of transfer of tank 
washing on board ship and treatment with chemicals. 

The result is that no oil is discharged into the sea and the oil separated 
is collected in a slop tank. With the written permission of Off-Taking 
Companies, the Terminal will “Load on Top” of such slops. To avoid 
pollution of the Gulf, this system is highly recommended. 

EARLY SAILING PROCEDURE: Notice to Masters: 

In order to minimise delays to tankers awaiting official documentation 
after loading at the port, an Early Sailing system is now in force. 

The following documents are prepared in advance, except for cargo 
figures, and presented by the ship's Agent to the Master for his signature, 
upon the ship's arrival at the loading dock. 

(A) Nos........ Originals & Nos........ Copies of N.1.0.C. — Offshore Bill 


ig. 
LE) ANOS. bccn Originals & Nos........ Copies of N.!.0.C. — Offshore 
Certificate of Origin and Cargo Manifest. 
(C) Nos........ Originals & Nos........ Copies of N.I.0.C. — Offshore 
Tanker Time and Loading Report. 
(D) Nos........ Originals & Nos........ Copies of N.1I.0.C. — Offshore 
Report of Cargo and Ship's Ullages. 

(E) Master's Receipt for Documents covering both pre-signed and 

onsite prepared forms. 

Documents for Master's use, and for the Consignee care of the Master 
will be retained on board. All other pre-signed documents to be returned 
by the Agent to the N.1.0.C. — Offshore Terminal Office. 

Official cargo figures will be passed to the Master by radio within 7 
hour of his departure. Advice of quantities loaded should be inserted by 
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the Master on the “Bill of Lading” and “Certificate of Origin” fom 
prior indicated. 

Hand written copies of items (C) and (D) will be passed to the Ws 
for his reference. 

In case of disagreement on Cargo figures, the Master may: 

1. “Note Protest” by cable or telex. 

2. Authorise the ship’s Agent to “Note Protest’ on his behas 

3. Pass a written “Note of Protest’ to the Berthing Master wy 
acknowledge receipt on behalf of the Terminal. ' 

N.1.0.C. — Offshore appreciates the co-operation of Masters, 
Shippers and Consignees in agreeing to implement this system 
POLLUTION: It is the Master's responsibility to ensure that NO gate 
refuse or liquid discharge is allowed to pollute harbour waters. 

Adequate covers must be placed over all sanitary ang % 
discharges to prevent fouling the dock structure. 

Ship's Masters are obliged to observe International Convention), 
concerning pollution of the sea. 

Rules and Regulations establishing procedure for the Sea of 
and the Gulf must be strictly observed by all Masters. : 

N.1.0.C. — Offshore monitors the entire area within their fe 
operation, and will fully document and report back to NIOC any cap 
pollution for further action. 

MEDICAL: N.1.0.C. — Offshore operates a small clinic on the Islangy 
a doctors. This facility will be made available for emergency 
only. 

FRESH WATER: Not available. 

FUEL: Not available. 

REPAIRS: The island has no repair shop. Repairs may be mae 
anchorage after loading, subject to approval by N.1.0.C. — Oftshos 
REPATRIATION: N.1.0.C. — Offshore’s air transport to Tehran 
available for the transport of relief crews. 

AIRPORT: N.1.0.C. — Offshore has an air transport service to Tey 
TIME: Sirri Island is on Iranian Standard Time which is GMT» 
3.5 hours. 

SHORE LEAVE: Crew are prohibited from going ashore, excey, 
special authorisation issued by N.1.0.C. — Offshore, by agreement» 
the consignees and the local authorities. 

Swimming alongside the vessel and the dock is prohibited. 
GARBAGE DISPOSAL: No facilities available. 

WASTE OIL DISPOSAL: Oily ballast receiving facilities available) 
no working at present time. 

SEAMAN’S CLUBS: None. 

CURRENCY: Rial (20.5.94). 

U.S.$ 1.00 = 1750 Rials. 

U.K.£ 1.00 = 2600 Rials. 

Yen 100 = 1600 Rials. 

German Mark 1.00 = 1040 Rials. 

All subject to change. 

GENERAL: Weather: From May to September, very hot and he 
conditions prevail with temperatures reaching 47°C (117°F) and rel 
humidity ranging from 10% and 100%. 

The Winter months, from November to March, are mild and pleas 
with minimum temperatures of about 4°C (39°F). The average rain'z 
approximately 200 mm. (8 in.) per annum, all of which falls during? 
Winter months. 

Throughout the year, the dominant winds are from the W.N.W.* 
winds of a force greater than 20 knots from November to March.” 
orientation is approximately 290° at Sirri. This wind, known as? 
“Shomal”, blows particularly in the Summer during a period of fory® 
(beginning of June to mid-July); in the Winter, the wind comet’ 
abruptly and can reach 30 to 40 knots. 

Note: Violent winds from the N.E. reaching 60 knots have been obs## 
in the Winter season. 

Tides: In the waters around the island of Sirri, the tides are semiov’ 
with diurnal assymetry. High tide occurs approximately 9 hours afte’ 
moon passes the meridian of Greenwich. The average water let 
0.90 m. above chart datum and the average tidal range 1.50 m. 

The seasonal S.W. wind from April to September causes the 
level in the Gulf to rise by 0.30 m. 

Sea Conditions: The swell is short and rapidly becomes steep, an! 
often out of proportion to the wind force. With the Shomal, it can®@ 
3.50 to 4.50 m., but the maximum wave height at Sirri is in the rary 
1.80 to 3.00 m. The swell subsides rapidly after the wind dies dor 

Sea temperature varies from 71°F. (22°C.) in January to 93°F. (#° 
in August. 

Currents: Tidal currents are of the order of one knot, with N.NE# 
S.S.W. major components; thus currents are roughly parallel wit’ 
dock alignment. 

Sanitary Report: This formality is normally performed after the \® 
docks; however, vessels remaining at anchor may, through their Ag 
complete customs and health examinations in the roadstead. 
Publications and Charts: Masters may find it useful to refer © 
following: 

a. French hydrographic and oceanographic department ad 
No. 2172 and 6051. 

French nautical instructions, Series L, Volume IV. 
Lights and fog signals book, Series L. 
British Hydrographic Office chart Nos. 2837, 2887 and 268 

e. Gulf Pilot (63). | 
Rat Guards: All ships berthed alongside must provide Rat Gua® 
the ship's moorings. 2 
Territorial Waters: \ranian territorial waters extend 12 nautical mile” 
the coast and adjacent islands. , 
Surveyors: Surveyors of the American Bureau of Shipping and 
are stationed at Bandar Abbas and Abadan. , 
Consuls: No Consular representation is available at Siri 
Embassies of most nations are situated in Tehran. : 
Officials: Customs, Ports and Shipping, and Gendarmerie Office 
stationed on Sirri Island. 
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ce: Maintenance work such as scaling and painting on deck 

wre joading dock, is prohibited at all times while the vessel is 
‘hen the loading dock. 
"yy. Safety Watch: A safety watch is provided on the loading 
“am DY N.I.0.C. — Offshore personnel, under the orders of the 
“dng Supervisor. : ‘ 
“srroughout the time the vessel is alongside, N.I.0.C. — Offshore 

es the following seagoing facilities available to the vessel: 
wo 300 h.p. docking escort boats. 

: two safety tugs with monitor water nozzles, foam generators and 
* gnit-pollution spray equipment. 

. Fixed dock equipment (water screens, nozzles). ‘ 

*e Master remains solely responsible for safety aboard his vessel. 
shall maintain sufficient crew on board to be able to handle his vessel 
aad hazard, and ensure rapid response with fire fighting equipment: 
"Keep the engines ready for use. 

. Make sure the vessel keeps its station with the dock, so that the 
~ \gading arms always operate within their designed work-zone. 

. Make sure that the mooring lines provide firm mooring without 
~ abnormal strain. 

i N.LO.C. — Offshore representative shall make sure that these 
gety provisions are in force throughout the time the vessel is alongside 


ne oading station. ; 
‘need be, the standby tug may be called upon for correction of 


position. Loading may be halted, and the arms disconnected. 
sentative Measures: The vessel must show a red flag by day, and 
ynight a red light visible through 360°. 
“the Master must post a notice at the gangway, absolutely prohibiting 
woking, the use of open lights, and access to visitors. 
‘4 hull valves shall be closed, except for those handling water 
seulation. 

4) main deck scuppers shall be plugged. 

Two wire rope emergency tow lines, of adequate length and strength 
galbe placed on the starboard side, one forward and one aft; the eyes 
se tow lines shall be maintained a suitable distance above the water, 
that the tugs can couple to them easily. 

The access gangway shall be properly positioned on deck. 

Se Protection: Smoking, the use of open lights, and the use of tools 
ae to produce sparks are prohibited outside the zones where such 
senormally authorised on a tanker. 

zones classified as dangerous, the use of equipment other than 
wes approved for this use by an official body is prohibited. 

further, in general, the Master is obliged to adhere to international 
gety regulations. 


SIPMASTER’S REPORT: November 1993. 
‘port on STS Operation at Sirri Island: 

The STS operation now at Sirri Island was originally at Kharg Island, 
nd consists of 2 mother ships. 

Lampeter", Greek flag, 
%,000 d.w.t. 

Sanandja 2", Iranian flag, storage for Gasoil only, 253,984 d.w.t. 

Vessels fendered on both sides, and can handle two operations at 
we time. 

The operation is under the control of Sirri Marine who provide 2 tugs, 
*ul, Loading Master, Customs and bring out the GAC Agent. 

The operation was generally satisfactory, and the Pilot was very 
wable. All sampling and clearance was done in a civil manner. 

felt that the fendering offered (3 Yokohama type — 40 m. apart) should 
‘we been spaced further apart. 

No Safety Check Lists were offered from “Lampeter’, and access to 
‘emother ship was via accommodation ladder/stage which was unsafe. 

Allradio communication was via hand-held radios on VHF Channel 6. 

Moorings were 3-3-2, and we requested an additional wire from 
‘ampeter” at each end. 

Safety observed on board “Lampeter” was generally poor, and we 
‘slo threaten cessation of operations when “Lampeter” crew observed 
moking on the quarters. 

The Agent (GAC) came out. However, we had to transmit his traffic 
1GAC Tehran. Other GAC traffic was to GAC UK at Crawley. 


storage for Gasoil and Kerosene, 


NTHORITY: National iranian Oil Company -—- Offshore, 
'30r. Beheshti Avenue, Tehran, Iran. P.O. Box 4546, 4547, 4548. 
® 624102-5 Cable: Falatghareh, Tehran. Telex: 212598-212346- 


“207. Contact: M. Kamalipour, N.I.0.C. — Offshore, Deputy Director. 


MGENT: See “Kharg Island”. 


S0ROOSH TERMINAL (Formerly Cyrus Terminal): 
2.01 N. 49.28 E. (See Plan) 


‘ot operational, 


PATON: Open, unsheltered submarine export mooring, Lat. 29° 01’ 

TN long. 49° 28’ 51” E. Storage barge (Pazargad). Lat. 29°01’ 

pes Long. 49° 29’ 30” E. 

~LROACHES: 

me one In addition to submarine export mooring and storage 
&zargad, various oil wells and production structures located in 


late vicinity, which nS fot hazard to navigation, as follows: 
at. Long. 
Mie C-2A and the - 
a action Stations 29° 03’ 07” N. 49° 29' 57” E. 
C4 29° 02’ 38.7” N. AS? 27" 23.171c; 
Os 29° 00’ 15” N. 49° 32' 00" E. 
ws 29° 02’ 52” N. 49° 31’ 34” E. 
29° 03’ 57” N. 49° 29’ 57” E. 


IRAN 


Lat. Long. 
C-7 29° 03’ 31.2” N. 49° 29’ 05.6” E. 
C-8 29° 03’ 31.2” N. 49° 30’ 48” E. 
Cc-9 29° 02’ 15” N. 49° 29’ 57” E. 
C-10 29° 03' 33” N. 49° 27' 22.5" E. 
C-11 29° 04’ 51” N. 49° 26’ 31” E. 
C-12 29° 03' 33” N. 49° 23' 56.5” E. 
C-13 29° 02' 41” N. 49° 25’ 39.5" E. 


Safest and most desirable direction of approach to Soroosh Terminal 
is from S.E. Due to numerous obstructions noted above any approach 
should be made with extreme caution. 

Navigational Aids. All structures located within Soroosh Terminal area 
display interrupted quick flashing white lights and sound a fog horn. The 
storage barge Pazargad displays, as required, those day and night 
signals as prescribed by articles 27 (b) and 30 (a) of International Rules. 
The 6 mooring buoys for the Soroosh Terminal are not lighted. 
DOCUMENTS: 

Bill of Health. 

Health Declaration (International Health Form to be filled out by Master 

on arrival). 

Manifest (if with cargo certified by Iranian Consulate. If vessel is in 

ballast, no legalisation dues). 

Clearance (from last port) and Register. 

5 Crew Lists. 

Passenger Manifest (if any passengers are on board). 

5 Stores Lists. 

Bonded Stores List. 

PILOTAGE: Vessels will be boarded by Mooring Master of IPAC within 
2 miles, approximately 180° true from Pazargad. Mooring Master will 
advise Master on approaches to berth, mooring and unmooring, 
connecting and disconnecting submarine hose and all other operations 
within berthing area. All manoeuvring within loading berth area shall be 
done only in accordance with advice of an IPAC Mooring Master, subject 
to understanding that Master shall remain solely responsible for safety 
and proper manoeuvring. Master or qualified deck officer must be on 
bridge at all times while ship manoeuvring. 

Vessels requested to have pilot ladder safely and securely rigged, 
ready for immediate use, and long enough to reach Mooring Master's 
launch. If at night, adequate lighting must be rigged overside for Mooring 
Master to approach side of ship and climb ladder safely. Adequate 
searchlights should also be rigged on both wings of bridge when mooring 
at night, to assist in running lines to buoys. 

ANCHORAGE: Area bound by: 28° 59’ 00” N. to 29° 01' 00” N. between 
meridians 49° 28’ 00” E. to 49° 31’ 00” E. Depth of water 24 fathoms. 

Masters cautioned not to anchor North of Lat. 29°01’ 00” and East 
of Long. 49°31’ 00” as there are numerous flow lines on sea bed 
connecting various structures, storage tanker and submarine terminal. 
During Winter months, November through March, severe South-easterly 
storms often encountered with little or no indication of impending storm. 
Vessels at anchor, and loading in submarine terminal, must have 
engines ready with full power for immediate use. Masters cautioned to 
use adequate scope of chain while anchored awaiting berth. 
RESTRICTIONS: None. Terminal operates 24 hours per day, 7 days a 
week. Ships moored, loaded and unmoored at any hour, weather and 
other circumstances permitting. Terminal will never be closed due to 
religious holidays. 

MAX. SIZE: Ship loaded by means of submarine pipeline and 1 hose 
at 1 loading berth, located in approximately 140 ft. of water. Mooring 
buoys numbered 1, 2, 3, 4, 5 and 6. Starting with No. 1 East of mooring 
and numbered consecutively in clockwise direction. Max. capacity 
70,000 d.w.t., max. length 950 ft. 

HEALTH: The rules governing quarantine are the same as found in 
other ports of the world. Owners should check with Agent respecting 
any recent imposition of anti-epidemic regulations and requirements for 
additional injections for crew members. 

RADIO: Advice of Arrival: Incoming tankers must send incoming ETA 
at least 3 days before arrival. The radio station at Abadan will handle 
IPAC’'s radio traffic, pre-arrival messages, etc., for vessels calling 
Soroosh Terminal. The station call sign is EQZ. Messages for IPAC 
should be to NIOC Kharg, prefixed “for PAC” with copy to Agent. Further 
ETA messages should be sent when vessel 24 and 12 hours distant 
from Soroosh Terminal and at any other time any appreciable change 
occurs in original ETA or those subsequent thereto. The 12 hours ETA 
should include a positive statement regarding “ship's readiness to load” 
on arrival and the number of hours that will be required to discharge 
clean ballast after ship is berthed in mooring. 

Radio Watches: While at the anchorage off Soroosh Terminal, vessels 
should maintain normal listening watches on both HF and WT. 

VHF: Soroosh Terminal base (Pazargad) is equipped with VHF radio 
telephone and maintains a radio watch. Vessels arriving at Soroosh 
Terminal may communicate with the Pazargad on Channel 6. 

TUGS: A charge for each tug movement will be made in accordance 
with rates established by IPAC. When tug/tugs are standing-by vessel 
mooring/unmooring, for use if required, the full fee will be charged. |PAC 
maintains launches to assist in mooring and unmooring. 

LOADING: Maximum crude oil loading rates for a tanker using one 12 in. 
deck hose and 20 p.s.i. at ship's rail is approximately 12,000 b.p.h. 
Requested that ships receive oil as fast as it can be delivered, with due 
regard for safety, also that any fittings on manifold such as “Y's”, 
strainers, or mud boxes, which tend to restrict flow of crude oil into the 
ships, be removed before arrival at terminal. Preferable that connections 
be provided so that a 12 in. deck hose can be used. 

BERTHING: (Aiso see “Max. Size’). Tankers to have ready: (a) 
Windlass and deck winches fore and aft. (b) 12 good manila or synthetic 
mooring lines, each not less than 120 fathoms in length, with efficient 
stoppers for each line. (c) On port or starboard side as directed, opposite 
ship’s manifold, equipment capable of lifting submarine hose safely and 
expeditiously. Weight of lift 5.5 tons. (d) 1 bower anchor ready for 
immediate use, with minimum of 120 fathoms of chain. Anchors, chains 
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and anchor indians must be in good condition. (e) Equipped to fit NOTES 

langes on submarine hoses, which are o standards. F fic sg ; 
Panansbnt moorings in the berth consist of 6 steel cylindrical buoys Please also advise Shipping Guides Ltd. 
each fitted with a quick release hook to which ship’s mooring lines 
attached by mooring launches. The berth is laid out on a 2 heading 
basis, using 12 mooring ropes (4 bow, 4 beam, and 4 quarter). 
MEDICAL: Neither medical nor hospital facilities provided by IPAC. 
Private doctors and hospital facilities available at Tehran or Abadan. 
Emergency hospital cases only can be handled on Kharg Island, 
approximately 53 miles from Soroosh Terminal. 

DENSITY: Salinity approximately 20% more than normal sea water. 
TIDE/CURRENT: Tidal range between 6 ft. and 8 ft. Currents generally 
on axis of ship berthed in mooring; however, rotary currents can be 
expected. 

FRESH WATER: No fresh water available. 

FUEL: No bunkers or lubricants available. 

FIRE PRECAUTIONS: A continuous and efficient fire watch must be 
kept on deck and in engine room. In event of fire breaking out in any 
part of a vessel, however minor it may be, fire alarm must be given 
immediately. This will consist of a succession of long blasts on ship's 
whistle, together with a rapid continuous ringing of ship's bell. 
CONSULS: No consulates at Soroosh Terminal; consular or diplomatic 
representatives for most nations maintain offices in Tehran. 
REPAIRS/STORES: Port is considered an ‘open roadstead”’, and under 
no circumstances may engines be shut down for repairs while ships are 
moored in submarine berth. No facilities for making vessel repairs. 
No spare parts, stores or supplies should be sent to Soroosh Terminal 
for wants to a ship. 

CUSTOMS ALLOWANCES: Present regulations allow each seaman to 
retain a maximum of 50 cigarettes or 1 0z. of tobacco or 5 cigars. The 
balance of all smoking items must be collected and carefully listed prior 
to arrival. This list will be checked by Customs before sealing locker. 
If any discrepancies, vessel is subject to a fine. 

REPATRIATION: No facilities. 

TIME: GMT plus 3.5 hours. 

SHORE LEAVE: There is no shore leave permitted due to lack of 
facilities. No visitors permitted on tankers loading. 

INSPECTION SERVICE AND MARINE SURVEYS: 

Petroleum inspection services available at Soroosh Terminal from 
Saybolt. IPAC also inspects cargoes on specific request of off-taker 
companies. 

GOVERNMENT OFFICIALS: Iranian officials, such as the Customs 
Officers, Immigration Officer and Quarantine Officer, are available on 
the barge Pazargad. Should Customs Guards be stationed on board 
vessels while in the moorings, it is expected that ships will provide food 
for these guards and other officials. All vessels calling at Soroosh 
peel dag must provide an accommodation ladder, rigged for Iranian 

icials. 
AUTHORITY: Iran Pan American Oil Co. 
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a¢f0LLOWING INFORMATION WAS CURRENT PRIOR TO 
© CONFLICT(S). WE HAVE NOT RECEIVED ANY 
SgeSPONDENCE FROM IRAQ IN RECENT TIMES 


sNKERS: Please note that all correspondence, cables, and telexes 
tankers calling at Iraqi terminals are to be directed to 


yowing addresses. ; ¢ ; 
sstal address: State Enterprise for Maritime Agencies. P.O. Box 3, 


aoe address: Tankers Basrah. Tankers Fao. 

‘sex No.: 7009. 

ie for arrival should be addressed to both “Tankers” Basrah and 
sykers” Fao. 


\BAKR TERMINAL: 29.41 N. 48.49 E. (See Plan) 


CATION: The terminal is 31 miles S.E. of Fao in position Lat. 
40 36"N., Long. 48° 48'38"E. Depth of water 29.30m. at 


uWwOST. 
A TAGE: Pilotage is compulsory for all inward and outward tankers 
_ egthe Khor al Khafja buoyed channel when the draft is over 15.85 m. 

AGATIONAL AIDS: 8 lighted buoys define the deep water channel 
+e 69 ft. (21m.) depth contours in the immediate vicinity of Albakr 
‘minal. The buoys are battery powered with quick flash characteristics 
sevsibility range of 1 mile. The perimeter of Albakr Terminal is outlined 
wflashing marine lanterns to define a hazard to marine navigation. 
‘lanterns are battery powered, some are white lens flash with 5 mile 
age and others are red lens flash with 2 mile range. 

The radio tower is equipped with an aviation hazard light (red). It is 
so equipped with a long range marine beacon (white) located below 
sered hazard light. 

#ERTHING: The terminal consists of 2 loading platforms (A) and (B) 
eh loading platform has 2 loading berths. Berths No. 1 and 2 of 
satorm “A” and Berth No. 4 of Platform “B” can accommodate tankers 
wong in size from 35,000 d.w.t. to 350,000 d.w.t., Berth No. 3 of 
‘atorm “B" can accommodate tankers ranging in size between 85,000 
it and 350,000 d.w.t., Total length of structure is 975.4 m. and 
67m. wide at centre. 

‘A010: Tankers are requested to contact Albakr Terminal through 
sah Control Radio (YIR) at least 72 hours, 48 hours and 24 hours 
yorto arrival giving ETA. Prior to docking the tanker must also provide 
‘eterminal operator with information required to prepare the “loading 
wer’ format, this information should include the type of crude to be 
wed, loading rate in barrels, the Registry No. of vessel, nationality, 
‘me of Master. The Master will be informed of approach instructions 
sch as location of berth, weather and sea conditions, and the 
smmunication channel to be used for vessel docking assistance. 

Vessels bound for Iraqi territorial waters should also contact Fao Radio 
S) at least 24 hours before entering territorial waters requesting free 
vaique from Medical Officer Fao. The request should indicate the state 
‘health of the crew on board together with relevent information. 

‘ame of Station: Khor al Khafja FC(10) Albakr Terminal FP 
“al Sign : Albakr Radio 
sevice : 24 Hours 

he following table shows the details for contacting the Iraqi port coast 
‘ons. The number between brackets corresponds to the notes 
‘plained below. 


| 


i Emission Service 
"equency Channel Class Power Nature 
> he 67 0.02 OT (2) (3) 
ota 12 Fe 0.02 OT (2) (3) 
#80 MHz 16 FE 0.02 
ie (4) (7) (8) 
bY 80 MHz 24 im 0.02 
~ Coast Station 
~ Port Station 
Station open exclusively to operational traffic of the service 
concerned 


|) Transmits urgent Notices to Mariners 
‘ Transmits meteorological bulletins (North Arabian Gulf Weather 
Forecast) 
For Navigation and harbour control services 
Calling and Safety frequency 
First priority working frequency 
Second priority working frequency 
Weather bulletins at 0630 hrs., 1430 hrs. and on request 
Used for marine traffic control 
Station under the direction of Iraq Administration 
tig manent watch 
z Che In raqi Territorial waters, ships under way shall maintain watch 
=o annel 16 (156.80 MHz) and/or (461.5 kHz) to ensure immediate 
pl of the instructions issued by the controlling authorities. 
) Khor Al-Khafja, Albakr Terminal Radio, maintains listening watch 
b pr channel 16 (156.80 MHz). 
) Pilot station (Al-Rasheed Radio YIBE maintains listening watch 
. a Channel 16 (156.80 MHz) and 500 kHz. 
) F@0 Radio (YIS) maintains listening watch on Channel 16 (156.80 
Hz) and 500 kHz. 
- stah Control Radio (YIR) maintains listening watch on Channel 
8 (156.80 MHz) and 500 kHz. 


— 


IRAQ 


Instructions: 

(a) Navigation warnings are transmitted on 500 kHz by Basrah Control 
Radio (YIR). 

(b) North Arabian Gulf weather forecast is transmitted by: 

1. Basrah Control Radio on: 
440 kHz at 0530, 1330 GMT and on request. 
6493.25 kHz at 0530 GMT and on request. 
8668 kHz at 1330 GMT and on request. 
2. Khor Al Khafja, Albakr Terminal Radio, on Channel 16 (156.80 
MHz) at 0530 GMT and on request. 

(c) Traffic control signal on Channel 16 (156.80 MHz) and on 500 kHz 
by Basrah Control Radio (YIR). 

(d) Traffic control signal on Channel 16 (156.80 MHz) and 500 kHz 
by Fao Radio (YIS). 

(e) Traffic control signal on Channel 16 (156.80 MHz) by Albakr 
Terminal Radio. 

Commercial and Public Correspondence: Call Basrah Radio (YIR) on 
Channel 16 (156.80 MHz) 500 kHz. 4, 6, 12 and 16 MHz. bands, and 
after initial contact has been established change to one of the working 
frequencies as instructed to pass messages. 

MAX. SIZE: Max. length, 366m. Max. draft 21m. Night berthing 
possible. 

TUGS: 3 available, 2 of 4,000 h.p. and 1 of 2,200 h.p. 

LOADING: Storage and pumping facilities on shore are connected to 
Albakr Terminal by 2x48 in. pipelines. The Terminal is capable of 
loading through either one of the pipelines at a time or both. 

Capacity of each line varies between 77,000 and 89,000 b.p.h., 
depending on type of crude (Basrah Heavy or Basrah Light type). With 
both lines in operation at the same time loading rate can be increased 
to max. 141,500 b.p.h. (19,000 tonnes p.h.). 2 tankers can load with 
different types of crude at the same time. Loading facilities can be 
remotely controlled from the Control Room. 

Loading will be stopped if any regulations are not observed and in 
the case of oil spillage. 

Loading may be stopped in still air conditions, during severe electrical 
storms and/or high wind and sea conditions. 

Loading Arms: For each loading berth, 2 identical 24 in. x80 ft. long 
Luceat DCMA loading arms, with hydraulically operated coupling fitted 
with adaptors to allow automatic and fast coupling to tanker manifold 
flanges ranging from 16 in. to 24 in. (spools for 10 in., 12 in. or 14 in. to 
16 in. are available at the terminal if required). 

Gangway: A power operated telescopic personnel gangway is provided 
at each berth. These gangways can withstand 500 Ib. load at mid-span 
in the extended position. 

Meters: 16 in. A. O. Smith positive displacement meters, 16 meters for 
each platform, capacity of each meter 12,500 b.p.h. 

Meter Prover: One 24in. triple “U" bi-directional mechanical 
displacement meter prover for each platform. The occurence of each 
prover is decided bi-yearly utilising certified volume tanks. 

Continuous Crude Oil Gravity Analyzer: There is a number of ARCCO 
Anulus Model 1-F10 50X liquid gravity analyzers on each loading 
platform capable of detecting API gravity from 45° to 15°, the output 
from these analyzers are displayed on the appropriate loading formats 
and is recorded on charts in the Control Room. 

These gravity analysers are to be checked constantly and re- 
calibrated bi-yearly according to the manufacturer's recommendations. 

A responsible member of the crew must be in contact with the terminal 
Officials at all times. 

READINESS: Notice of Readiness will be received by INOC 
representative provided the vessel is ready to load. Lay time will 
conenerss 6 hours after receipt of Notice of Readiness berth or no 
berth. 

SAFETY PRECAUTIONS: On arrival at the terminal, INOC 
Representative will discuss with the Master the “Safety Requirements” 
letter addressed to him also the Safety Check List. 

Attention is also drawn to the Tanker Safety Guide published by the 
International Chamber of Shipping and to the International Oil Tanker 
Terminal Safety Guide. 

SHIP DOCKING ASSISTANCE SYSTEM: 1 unit for each berth, 
consisting of speed of approach measuring instrument with fixed wide 
and narrow beam R.F. heads, a data processor and visual display units 
when the vessel is within 2 miles of Albakr Terminal. The rotatable R.F. 
head which is nearest to the vessel shall be aimed at it, during the 
docking the system will display approaching vessel's velocity. 

FRESH WATER: Can be made available by Ports Administration after 
24 hours notice from tankers. Water supply is from barges or small water 
tankers. Notice to be through Agent. 

FUEL: May be made available after 72 hours notice through Agent. 
Supply is direct from small bunker tanker or barges. Bunkering however, 
not allowed while tanker is on berth and it is allowed only when tanker 
is waiting for berth or after completion of loading and unberthing. 
SHORE LEAVE: Not allowed. 

LIGHT DUES: The Iraqi Ports Administration will collect any light dues 
payable including those due to the Middle East Navigation Aid Service. 
REGULATIONS: 

(a) Mooring. 

“All vessels after arrival, having been moored to the satisfaction 
of the Harbour Master, shall tend their own anchor cables, ropes, 
lines and hawsers. It is important for tankers to tend their mooring 
frequently”. 

Ship must be ready to move under its own power. 

While in berth, ships must be ready to move under their own 
power in the event of their breaking adrift, catching fire or any 
other emergency. No repairs are to be carried out while in the 
berth, which would immobilise the ship or impair her firefighting 
efficiency. 

Cleaning of boiler tubes. 

Cleaning of boiler tubes alongside the Island Terminal is 
forbidden. 


(b 


— 


(c 


~ 
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POLLUTION: No dirty ballast. No oily water or other refuse to be 
discharged overboard. 

When a vessel enters port waters in ballast, the ballast water for 
overside discharge must be clean and a declaration signed by the Master 
delivered to the representative of the terminal to this effect. 

Ashes, oil, oily water or other refuse must not be discharged overboard 
in port waters. Vessel’s scuppers must be effectively plugged and 
leakage or spillage of oil aboard ship must not be swept or washed 
overboard whilst in port waters. 

Vessels are subject to heavy fines and liabilities for claims arising. 
AUTHORITY: All approaches to Albakr Terminal and Khor al Khafja are 
controlled by the Iraqi Ports Administration. 

Cable MAWANI - BASRAH Telex 7008 Ports 

Attention is drawn to Port Rules and Bye Laws 1942, Quarantine 
Regulation No. 28 of 1963 and schedules of dues and charges. 

The terminal is the property of Iraq National Oil Company (INOC) and 
is administered and controlled by the said company to facilitate the 
loading of tankers with crude oil. 

Cable Address INOC (Basrah) - PETROLNA BASRAH 
INOC (Baghdad) - PETROLNA BAGHDAD 


INOC (Basrah) - 7003 
INOC (Baghdad) - 2204/2295 

The sole Agent for all vessels visiting Iraqi ports is The State 
Enterprise for Maritime Agencies. All requests for services to tankers 
should be directed to the Agent. 

See “General” before first port. 


Telex No. 


BASRAH (Magal and Umm Qasr): 30.31 N. 47.50 E. 


Note: Iraqi imports are mainly made up by bulk wheat, bagged rice and 
sugar, but a significant increase in the import of construction equipment, 
consumer goods, etc. is expected. 

The main Iraqi port of Basrah situated in the Shatt Al Arab waterway 
has been landlocked since the outbreak of the conflict. It is expected 
that it will take a considerable time to remove wrecks and dredge the 
waterway, once an agreement is reached. 

DOCUMENTS: On arrival at pilot station vessel requires following: Ship's 
Register, letter from Owner confirming that vessel has not called at an 
Israeli port, all Health Certificates of Crew must be valid against cholera, 
2 copies Crew List, 2 copies Provision List, 2 copies Manifest, Freight 
manifest for Baghdad Rail cargo, Breakdown list and Stowage Plan, 
Dangerous cargo and heavy lift list (if any). 

PILOTAGE: Compulsory. Owners having vessels bound for Umm Qasr 
Port should instruct Masters to cable ETAs to State Enterprise for Water 
Transport, Basrah, cable address “Bawakhir Basrah’, Telex: 207077 
BWAKR IK. 

The pilot boat is located usually in position Lat. 29° 45’ 15” N., Long. 
48° 50’ 45” E. and on arrival vessel should contact pilot boat immediately 
for instructions. Pilots are available for vessels proceeding to Abadan 
and Khorramshahr (in Iran) and Basrah (Magal and Umm Qasr). 
Providing Master has given Agent 48 hours notice of vessel's ETA Pilot 
will board immediately providing tide is suitable to allow vessel to 
continue to destination. Master should use call sign YIR on 500 kHz for 
Basrah Radio in order to pass messages to Agent. Vessel should listen 
for messages on 440 kHz from YIR or use VHF on Channels 14 and 
12. On boarding the River Pilot will hand Master various forms for 
completion in respect of Light Dues and River Pilotage. Master to hoist 
the Iraqi National Flag. 

The Navigation of the Shatt-al-Arab River is under the jurisdiction of 
the Iraqi Ports Administration which takes in the approaches to Abadan 
and Khorramshahr in Iran. 

ANCHORAGES: Vessels can anchor within the following area: 

(a) 29° 40.0’ N., 48° 43.0’ E. 

(b) 29° 40.0’ N., 48° 45.0’ E. 

(c) 29° 36.0’ N., 48° 43.0' E. 

(d) 29° 36.0’ N., 48° 45.0’ E. 

RESTRICTIONS: The Iraqi Ports Administration issue a booklet of Tide 
Tables each year and the movements of vessels in and out of the Shatt- 
al-Arab River are restricted to the high water tables for vessels using 
Basrah and Khorramshahr. Movements to and from these ports are only 
permitted in the hours of daylight. The max. draft for a vessel proceeding 
to Basrah is 29 ft. in fresh water. If vessel's draft exceeds this lightening 
takes place at Umm Qasr. Although the draft obtainable alongside the 
wharves is 31 ft. the max. draft for moving in the river is 29 ft. on account 
of the restriction at the Karun Bar. 

MAX. SIZE: The maximum acceptable draft for vessels calling at Umm 
Qasr Port is 8.0 m. No beam restrictions. Fairway draft is 12.0 m. The 
fairway is marked by port and starboard buoys. 

HEALTH: Masters are requested to call the Chief Medical Officer at Fao 
on 500 kHz, call sign “YIS", requesting Free Pratique 24 hours before 
vessel's arrival at pilot station. All crew Vaccination Certificates should 
be valid and available for Medical Officer's arrival on board. He will also 
expect to find a valid Derat Certificate on board. Anyone boarding the 
vessel ahead of the Medical Officer whilst the “Q" Flag is still hoisted 
is liable to a fine. Special precautions are taken in case of a vessel 
arriving direct from an epidemic area and even if the crew are holding 
valid inoculation certificates the vessel may be delayed at the pilot 
station. The Iraq Government is very sensitive about the spread of 
cholera. Derat Certificate renewable at Basrah. 
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RADIO: When a vessel is 3 days away from Basrah, radio 

be established with Basrah Radio, call sign YIR on HF 4, 6, 3 ne 
16 MHz bands. When the vessel is within 3 days of arrival, Be 
Control Radio (YIR) can be used (transmitting on 500 kHz and Teo, 
on 440 kHz). 

List of Coast Stations (Iraq): Summary of Procedures: 

1. Whilst inside Iraq territorial waters, ships under way will May 
watch on Channel 16 (156.80 MHz) and/or 461.5 kHz to o 
immediate reception of instructions issued by the controlling author, 

(a) Khor Al-Amaya Radio maintains listening watch on Channg 
(156.80 MHz). 

(b) Pilot Station (Al-Rasheed Radio YIBE) maintains listening ja 
on Channel 16 (156.80 MHz) and 500 kHz. 

(c) Fao Radio (YIS) maintains listening watch on Channel 16 (15%) 
MHz) and 500 kHz. 

(d) Al-Wasiliyah Radio (YIT) maintains listening watch on Chay 
16 (156.80 MHz) and 461.5 kHz. 

(e) Basrah Control Radio (YIR) maintains listening watch ON Chay 
16 (156.80 MHz) and 500 kHz. 

(f) Umm Qasr Radio (YIU) maintains listening watch on Chanpg: 
(156.80 MHz) and 500 kHz. VHF Channels 12, 14, 20 an: 
available. i 

ll. Special Instructions: 

(a) Navigational Warnings are transmitted on 500 kHz by Bap 

Control Radio (YIR). 

(b) North Gulf Weather Forecast is transmitted by: 

1. Basrah Control Radio on: 
440 kHz at 0530, 1330 hrs. GMT and on request. 640%) 
kHz at 0530 hrs. GMT and on request. 8668 kHz at 13%» 
GMT and on request. 

2. Khor Al-Amaya Radio on Channel 16 (156.80 MHz) at 0 
1330 hrs. GMT and on request. 

(c) Traffic Control Signals on Channel 16 (156.80 MHz) and 50» 
by Basrah Control Radio (YIR). 

(d) Traffic Control Signals on Channel 16 (156.80 MHz)» 
461.5 kHz by Al-Wasiliyah Radio (YIT). 

(e) Traffic Control Signals on Channel 16 (156.80 MHz) and 500 
by Fao Radio (YIS). 

(f) Traffic Control Signals on Channel 16 (156.80 MHz) and 500% 
by Umm-Qasr Radio (YIU). 

(g) Traffic Control Signals on Channel 16 (156.80 MHz) by Khe: 
Amaya Radio. 

Ill. Commercial and public correspondence: Call Basrah Radio| 
on Channel 16 (156.80 MHz), 500 kHz, 4, 6, 8, 12 and 16 MHz ba 
and after initial contact has been established change to one o! 
working frequencies as instructed to pass messages. 

Basrah Radio follows the following time-table: 


Answers Tratfe 

Hours Listen on on Lists 
H24 500 440, 461.5 - 
0400-0600 6265.5—-6280.5 6493.25 0505 
0600-0800 16708-16748 16968 0706 
0800-1000 8354— 8374 8668 0905 
1000-1200 16708-16748 16968 1106 
1200-1400 8554— 8374 8668 136 
1400—1600 12531-12561 12986.5 1505 
1600—1800 4177— 4187 4356.5 176 


VHF: Port radar service. VHF can be used to call the Iraq? 
Administration at Basrah on Channel 16. 
TUGS: River and sea-going tugs are available. Tug-boat services! 
offered as and when deemed necessary by port Pilot or Harbour Mas 
and are available at all times during day and night. 
BERTHING: See “Restrictions”. All berthing of vessels at Basrahis® 
during daylight hours only and according to suitable tide. The Hatt 
Master joins vessel on her arrival at Khora Anchorage which lies & 
2 miles from the Maqal Wharves. In the case of Umm Qasr the Hat! 
Master joins vessel on arrival off the wharves. 

Height of pier (quay) at berthing places above mean low water 

(a) Maqal—Plus 12.5 ft. above zero port datum. Port datumis3# 

above mean zero level at Fao. 
(b) Umm Qasr — 24.65 ft. above lowest water of spring tide whe 
referred to as Umm Qasr Port datum. 

Difference between high and low water: 

(a) Maaal: A daily variation of 5 ft. between tides and max. off 

(b) Umm Qasr: An average of 12 ft. between tides, and max. 0"! 
Magal (Ma’gal): Wharves have continuous frontage of 2,000 m. # 
alongside 9.15 m. Max. length of vessel, 171 m., berthing for 12 ves* 


Report: 1989. 

Berth Length Cranes Use 

No. (m.) (tons) 

1 200 3x 5 General 

2 200 3x 5 General 

3 200 } 2x40 Containers 

4 220 

5 200 - Bulk, sulphur, 

6 200 - by conveyors 

7 200 2x 3 General 
1x15 
1x 8 


Umm Qasr: The port is situated at the South end of the Khor 2® 
where it joins the Khor Abdullah. The sea approach to Umm 
some 103 km. in length along the Khor Abdullah, commencing ne 
waters of the Gulf near the mouth of the Shatt-al-Arab. 

A navigation channel, the lowest part of which is 9 m. at LLWe 
ample width is well marked with beacons and light buoys from the 
el-Arab entrance pilot vessel to Umm Qasr. Loaded vessels with? 
of 8.0 m. will be able to sail on 2 tides each day to and from Um@ 
Pilot and Harbour Master services are compulsory. 

The wharves are of reinforced concrete with a continuous fron 
640 m. and depth of 9.75 m. at LLW. They are able to accom 


at one time. Each berth is 183 m. long. The wharves are 

ed with a total of 10 electric shore cranes from 3-15 tons capacity. 

a there is a 100 ton floating crane, 2 sea-going tugs and an 

r® number of mobile cranes, forklifts, eel trucks, tractors, trailers, 
the Umm Qasr wharves are directly connected with roads and 

« ay lines of the Iraqi Republican Railways. 

—~ are also 2 mooring buoys 247 m. apart. 

fresh water available directly from mains on wharves. 

snaw steel jetties at Abu Flus directly North of the Fertilizer jetty have 

leted. These jetties are served by 6 electric shore cranes of 

cons capacity. Vessels up to 171 m. long and 8.84 m. draft can lie 


ao Silo: Capacity 65,000 tons, loading capacity into ship's holds, 
60 tp.h. jetty 213 m. long, available for berthing ships up to 183 m. 
with a draft of 8.84 m. for loading and unloading of grain. 
| ah Jetties: One wooden jetty with limited length owned by Port 
for distribution of oil products and for the purpose of handling 

age and refined oil for local consumption, also for exporting oil products 
viside Iraq. Also a further new concrete jetty available for berthing 
‘ 175m. 

ee Wharf: A modern concrete wharf situated on the banks of Shatt- 
swab river at Abu Flus with a total length of 100 m., width 10 m., can 

soapt vessels with length 182 m. and draft 8.84 m. It is allocated for 

ss exportation of fertilisers by the State Co. for Fertilisers. 

worng Buoys: There are also 13 mooring buoys, 7 at Ashar, 4 at 

singer and 2 at Abu Al Khasib, 220 m. apart. 

ES: The wharves are served with 60 electric shore cranes from 
‘stons to 15 tons capacity and 1 electric shore crane of 60 tons 
pacity, in addition there are 2 floating cranes one of which is 100 tons 
“pacity capable of lifting direct from ships to railway trucks on the 
wares, and the other of 20 tons capacity capable of lifting cargo at a 
ssiance of 30 m. from the centre of the jib. Also about 200 pieces of 
ous type of mechanical and electrical handling equipment. 
BRIDGES: There are no bridges across the river from the entrance to 

aasrah Wharves (a distance of about 80 miles). 

STEVEDORING: Information of the numbers of gangs required on board 
» vessel's arrival should be passed to the Agent together with vessel's 
=TA through Basrah Radio. The average rate of discharge of general 
vaigo at Basrah (Magal and Umm Qasr) is 6 tons per ganghour per 16 
‘ur day. Contractors will place labour on board to discharge or load 
ago but at the risk of the vessel as a Contractor will not accept any 
esponsibility for damage done by labour. 

Unloading of vessels basically carried out from vessels to wharves by 
Dot cranes or ships’ derricks. Heavy lifts and some dangerous cargoes 
ye discharged overside into barges. Loading from jetty is by crane 
sectly into ships. Loading at midstream is by lighters. 
suk Cargoes: Discharged by grab direct to the Dock at Umm Qasr and 
yy suction to the silo at Basrah. The equipment at Basrah is rated at 
2500 tons per day discharge and 5,000 L/tons per day loading, but 
der favourable conditions discharge rate may exceed 3,000 L/tons 
per day. 

VEDICAL: For a vessel in to Basrah (Maqal and Umm Qasr) no advance 
wtice is required, in order to obtain medical attention. Hospital facilities 
walable at the new port hospital and other local hospitals. 

for arrival at Basrah it is necessary to hold valid choiera certificate. 
TANKERS: See “Khor-al-Amaya”’. 

FRESH WATER: Fresh water is available at the wharves at Maqal and 
Umm Qasr but where a vessel is moored in midstream and requests 
wier there is the additional charge for the hire of the water tanker. 
FUEL: Only 1 grade of fuel oil available from the Basrah Refinery, a 
a viscosity 200 to 210 Red. No. 1, SG 0.920. Diesel oil also 
wailable. 

Fuelling is direct if taken alongside Muftiyah Refinery jetties, otherwise 
barge. No coal bunkers available. 

SANGWAY/DECK WATCHMEN: It is recommended that vessels 
‘eored or anchored in the river employ Gangway/Deck Watchmen. 
PENING/CLOSING HATCHES: This work is normally done by crew, 
haga on board are asked to do it they should be supervised 
j icer. 

USTOMS ALLOWANCES: (Tobacco) The Ship's Bond is sealed on 
“val but prior to the sealing each member of the crew can have 200 
arettes. The Bond will be opened by the Customs on the request of 
® Master at any time during vessel's stay in Basrah. 

Wine and/or Spirit). Each crew member is permitted to have 1 litre 
“lof Bond. On sailing from Basrah the Master is required to wait till 
®ssel has cleared the Shatt-al-Arab River before opening the Bond. 

‘'s does not apply when vessel calls at Khorramshahr or Abadan on 
plone down river. 

Sebi All types of repairs except major engine repairs can be 
ut. 
an Floating dock available, capacity 4,000 tons. Also slipway, 
ons. 
*EPATRIATION: No difficulties in arranging the repatriation of crews 
ped aed Emergency visas are easily obtained for joining and 
~ rews. 

RPORT: The Basrah Airport formerly an International Airport is now 
ee only as a domestic airport and is situated about 2 miles from the 
Te, Wharves but 50 miles from Umm Qasr. 
ume: Iraq time is 3 hours ahead of GMT and there are no alterations 

808 to clocks during the year. 
tens: The official holiday of the week in Iraq is Friday. The other 
¥ he are: 3 days Id-el-Fitr; 4 days Id-el-Adha; Al Hijaa; Ashura; Birth 
laiee Prophet Mohammad; New Year 1st January; Army Day, 6th 

ity ty; 8th February; 21st March; 1st May Labour Day; 14th July; 17th 


POUCE/AMBULANCE/FIRE: A call to 7601 or 7606 will connect to the 
Taement required. 
trea ONES: Telephone is placed on board a vessel as soon as 
PEC alongside wharf. ; ‘ , 

AL SERVICES: There is a laundry service available. 


IRAQ 


SHORE LEAVE: There is no restriction on crew members going on 
shore but it is important that they carry a form of identification. 
IDENTIFICATION CARDS: All crew members are required to carry with 
them some form of identification when going on shore. 
REGULATIONS: The Port Authority have requested that no 
photography takes place from the ship whilst passing naval or military 
installations. 

GENERAL: The rain season in Basrah is between November and April 
and during the Summer months from May to October the temperature 
can be as high as 55°C. It is important that crew members keep the 
backs of their necks covered whilst working on deck during the heat of 
the Summer. The use of salt tablets are recommended during the heat 
of the Summer. 

AUTHORITY: President, State Organisation of Iraqi Ports, Basrah. 


AGENT: The business of Shipping Agencies relating to all ships calling 
at Iraqi Ports is entrusted solely and exclusively to State Enterprise for 
Maritime Agencies, P.O. Box 3, Basrah. 

General Cargo: Cable address: Maragent. Telex No. 7009. 

Tankers: Cable address: Tankers. Telex No.: 7009. 


FAO: 29.58 N. 48.29 E. 


DOCUMENTS: On arrival at pilot station, vessel requires the following: 

Ship's Register. 

Letter from Owner confirming that vessel has not called at Israeli Port. 

Health Certificates of Crew must be valid against cholera. 

2 copies Crew List. 

2 copies Provision List. 

2 copies Manifest. 

Dangerous Cargo List, if any. 

PILOTAGE: The pilot boat is located in position Lat. 29° 46’ 45” N., 
Long. 49° 48’ 37” E., and on arrival vessel should contact Pilot boat 
immediately for instruction. VHF Channels 14 and 12. Provided Master 
has given Agent 48 hours’ notice of vessel's ETA, Pilot will board 
immediately. 

ANCHORAGE: On arrival of the pilot boat, vessel can anchor with no 
depth restriction. 

MAX. SIZE: Tankers: 675 ft. LOA. Vessels may load to a max. draft of 
35 ft. (10.65 m.) depending on the tidal conditions at the time, otherwise 
to a draft suitable to cross the bar with safety. 

HEALTH: Masters are requested to call the Port Medical Officer at Fao 
on 500 kHz, call sign “YIS4", requesting Free Pratique between 8 and 
12 hours before vessel's arrival. All crew vaccination certificates should 
be valid and available for the medical officer's arrival on board. He will 
also expect to find a valid Derat Exemption Certificate on board. Anyone 
boarding the vessel ahead of the Medical Officer whilst the “Q” Flag is 
still hoisted is liable to a fine. 

Special precautions are taken in the case of a vessel arriving from an 
epidemic area and even if the crew are holding valid vaccination 
certificates the vessel may be delayed at the pilot station. The Republic 
of Iraq is very sensitive about the spread of cholera. 

RADIO: Basrah Radio, call sign “YIR” on high frequencies 4, 6, 8, 12 
and 16 bands. Fao Radio, call sign “YIS”, traffic control signals on 
Channel 16, and 500 kHz. Also see Khor-al-Amaya. 

Tankers should establish contact with Iraqi National Oil Co. 48 hours 

before arrival. Call sign RNT. Frequency 6493 kHz. 

TUGS: Available on request. 

BERTHING: There are 4 loading jetties with a depth of 10.95 m. 
alongside at LWST. Each jetty has one 60 cm. crude oil delivery line 
with four 25 cm. flexible hoses. Jetties are floodlit and fitted with fire 
monitors and four 3 ton SWL cranes. Lengths of berth, 205.75 m. each. 
Max. draft 10.65 m. Night berthing possible. Loading rates Nos. 2 and 
4 jetties average 4,000 t.p.h. 

MEDICAL: No advance notice is required in order to obtain medical 
attention. Medical units are present at Fao, Umm Qasr and Maagal. 
A modern hospital containing all the essential units is found at Maqal. 
Crew in need of special attention or admission may be referred to it by 
the medical units. 

FRESH WATER: Available, rate approximately 10 t.p.h. 

REPAIRS: Minor repairs possible. 

TIME: 3 hours ahead of GMT. 

AUTHORITY: President, State Organisation of Iraqi Ports, Basrah. 


KHOR-AL-AMAYA: 29.47 N. 48.49 E. 


OPERATORS: Basrah Petroleum Company Limited. 
LOCATION: Island Terminal about 17 miles out in the Gulf from the 
mouth of the Shatt-al-Arab River. 
ADMINISTRATION: All waters of the Shatt-al-Arab and of the 
approaches to Khor-al-Amaya are controlled by the Iraqi Ports 
Administration. 
DOCUMENTS: 

Crew List (5 copies). 

Store List (2 copies). 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng, 


APPROACHES: (a) Lights. One white all-round navigation light has 
been fitted to the top of the radio mast on the centre piled structure at 
a height of 153 ft. above MHWS. Character: flashing every 5 seconds, 
visible for 18 miles: candlepower 7,400. 

Red lights are fitted at the 4 extreme corners of the structure which 
is 1,300 ft. long. Character: fixed red visible 2 miles. 

Additionally there are several aircraft warning lights (red) on various 
parts of the structure marking the upper extremities of towers and other 
erections including the central radio tower. 

The channel between the entrance to the Shatt-al-Arab and the Khor- 
al-Amaya Sea Island Oil Terminal is marked by buoys and the Shatt-al- 
Arab Light Vessel (refer to relevant notices issued by the Iraqi Ports 
Administration, M.E.N.A.S., and Admiralty Notices to Mariners). 

(b) Tides. High water at the Terminal may be expected to occur about 

20 minutes before high water at the Shatt-al-Arab, Outer Bar. This may 
vary due to local meteorological and spate conditions. Tidal streams in 
the vicinity are rotatory and are not likely to exceed 2 knots. The 
maximum streams are generally along the berthing faces of the 
Terminal, but at certain states of the tide, cross sets, at right angles to 
the berthing faces, may be experienced. These are unlikely to exceed 
0.75 knots. 
PILOTAGE: Compulsory. Masters of vessels bound for Khor-al-Amaya 
Terminal should contact the Pilot vessel which cruises in an area about 
2 miles S.E. of the Terminal. They will receive instructions as to whether 
to lie off, anchor or proceed towards the Harbour Master's launch. 

(a) All vessels using Khor-al-Amaya buoyed channel are reminded 
that loaded tankers outward bound from Khor-al-Amaya Terminal have 
top priority in navigating the buoyed channel and all other vessels are 
to keep clear in all cases. 

(b) All inward-bound vessels are to contact Khor-al-Amaya Harbour 
Master on VHF Channels 16 and 14 before entering Khor-al-Amaya 
channel for information regarding deeply laden tankers using the 
restricted channel, and for berthing and anchoring instructions. 

(c) Pilotage is compulsory for all inward and outward bound tankers 
using the Khor-al-Amaya buoyed channel when the draft of the tanker 
is 15.85 m. (52 ft.) or over. 

(d) Tankers arriving to load at Khor-al-Amaya with draft in excess of 
15.85 m. (52 ft.) must give their ETA at Shatt-al-Arab Light-vessel at 
least 12 hours in advance by contacting the Pilot station or Khor-al- 
Amaya Terminal. 

ANCHORAGES: Anchorage areas have been established bounded by 
lines joining the following positions: 

(a) Anchorage “‘A”’ 

(i) Lat. 29° 32’ 08" N., Long. 
(ii) Lat. 29° 31' 24” N., Long. 
(iii) Lat. 29° 32’ 53” N., Long. 
(iv) Lat. 29° 33’ 14” N., Long. 
(b) Anchorage ‘‘B”’ 


48° 58’ 59” E. 
48° 58’ 06" E. 
48° 56’ 56” E. 
48° 57’ 20” E. 


(i) Lat. 29° 44’ 03” N., Long. 48° 49’ 34” E. 
(ii) Lat. 29° 43’ 52” N., Long. 48° 49’ 12” E. 
(iii) Lat. 29° 42’ 08” N., Long. 48° 50’ 18” E. 
(iv) Lat. 29° 42’ 21” N., Long. 48° 50’ 45” E. 
(c) Anchorage ‘‘C”’ 
(i) Lat. 29° 45’ 39” N., Long. 48° 48’ 41” E. 
(li) Lat. 29° 44’ 28” N., Long. 48° 47’ 38” E. 
(iii) Lat. 29° 44’ 06” N., Long. 48° 49’ 31” E. 
(iv) Lat. 29° 43’ 35” N., Long. 48° 48’ 28” E. 
(d) Temporary Lightering Anchorage 
(i) Lat. 29° 46’ 00” N., Long. 48° 48’ 28” E. 
(li) Lat. 29° 45’ 40” N., Long. 48° 48’ 39” E. 
(iii) Lat. 29° 45’ 34” N., Long. 48° 46’ 35” E. 
(iv) Lat. 29° 44’ 06” N., Long. 48° 47’ 18” E. 
Note: 
(i) Anchorages “A” and “B” are for deep-draft vessels of 12.19 m. 
(40 ft.) and upwards. 
(ii) Anchorage “C” is to be used by tankers (laden or in ballast) 
whose draft does not exceed 12.19 m. (40 ft.). 
(iii) The temporary lightering anchorage is for the exclusive use of 
lighters. No other ships or vessels are to anchor within this area. 
MAX. SIZE: 330,000 d.w.t. loading part cargo. Max. LOA: 1,200 ft. 
Max. draft 69 ft. 
HEALTH: Quarantine Officer boards after berthing. Vaccination 
Certificates required. 
RADIO: Procedure for contacting Basrah Petroleum Company. Vessels 
are requested to establish contact with Basrah Petroleum Company 
Limited, Basrah, 48 hours prior to arrival, and to re-establish contact 
48 hours after departure. Telegraphic Address: (Baspetco Basrah), 
(Baspetco Fao). Position: Lat. 30° 35’ 36” N., Long. 47° 48’ 32” E. Call 
sign “HNT” (FC). (a) Transmission 8,582 kHz. (b) Reception, tankers 
call on 8,356 — 8,374 and work on 8,374 — 8,457.5 kHz. Periods 0400 
— 0430 hrs., 0800 — 0830 hrs., 1200 — 1230 hrs., 1600 — 1630 hrs. All 
cmes GMT. Services: C.V. Class of Operation: C.W. Class of Emission: 
hp 
Vessels should indicate their date and time of arrival, quantity of cargo 
required and whether in a state to receive cargo. In the event of vessels 
being unable to establish direct wireless contact with Basrah Petroleum 
Company Radio Station, messages should be passed through the Iraqi 
Ports Administration. 
Procedure for Contacting Iraqi Ports Coast Stations 
1. Summary of Procedure. Whilst inside Iraqi territorial waters, ships 
under way will maintain watch on Channel 16 (156.80 MHz) and/or 
461.5 kHz to ensure immediate reception of instructions issued by the 
controlling authorities. 
(a) Khor Al-Amaya Radio maintains listening watch on Channel 16 
(156.80 MHz). 
(b) Pilot station (Al-Rasheed Radio YIBE) maintains listening watch 
on Channel 16 (156.80 MHz) and 500 kHz. 
(c) Fao Radio (YIS) maintains listening watch on Channel 16 (156.80 
MHz) and 500 kHz. 
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(d) Al-Wasiliyah Radio (YIT) maintains listening watch ON Che 
16 (156.80 MHz) and 461.5 kHz. 

(e) Basrah Control Radio (YIR) maintains listening watch ON Cha, 
16 (156.80 MHz) and 500 kHz. 

(f) Umm-Qasr Radio (YIU) maintains listening watch on Charny 
(156.80 MHz) and 500 kHz. 

Il. Special Instructions. 

(a) Navigational warnings are transmitted on 500 kHz by Bee 
Control Radio (YIR). 

(b) North Gulf weather forecast is transmitted by: 1. Basrah ¢. 
Radio on: 440 kHz at 0530, 1330 hrs. GMT and on 
6493.25 kHz at 0530 hrs., GMT and on request. 8668 \. 
1330 hrs., GMT and on request. 2. Khor-al-Amaya Rag. 
Channel 16 (156.80 MHz) at 0530, 1330 hrs. GMT ay 
request. 

(c) Traffic Control Signals on Channel 16 (156.80 MHz) ang ong 
kHz by Basrah Control Radio (YIR). 

(d) Traffic Control Signals on Channel 16 (156.80 MH2) » 
461.5 kHz by Al-Wasiliyah Radio (YIT). 

(e) Traffic Control Signals on Channel 16 (156.80 MHz) and 50 
by Fao radio (YIS). 

(f) Traffic Control Signals on Channel 16 (156.80 MHz) and 59, 
by Umm-Qasr Radio (YIU). 

(g) Traffic Control Signals on Channel 16 (156.80 MHz) by ktp. 
Amaya Radio. 

lll. Commercial and Public Correspondence. Call Basrah Radio\y 
on Channel 16 (156.80 MHz), 500 kHz, 4, 6, 8, 12 and 16 MHz be 
and after initial contact has been established change to one q; 
working frequencies as instructed to pass messages. 

Frequencies instruction to pass messages time table 1200 — 14, 
listen on 8354 — 8374 answer on 8668 traffic lists 1305. 

Note: All messages are changeable except those conce» 
navigational aids, distress, pratique and medical advice mes: 
TUGS: 3 tugs of 4,000 b.h.p. are available to assist in berthing: 
unberthing. 

BERTHING: The Terminal consists of a piled structure, in 22 m. ofye 
having 1 tanker berth on one side and 2 berths on the other sidey 
suitable mooring dolphins and platforms ahead and astern whic; 
connected by cat-walks. The orientation is 320°/140°. The max. lop 
rate, with only 1 berth in use, is 9,000 t.p.h.; with 2 berths in use: 
max. loading rate at each is 4,500t.p.h. Fire-fighting towers; 
provided, also a helicopter platform. Loading by “Woodfield” flow ber 
offering 4x16 in. and 2 or 4, 12in. hoses. Vessels of the ome 
120,000 d.w.t. can be accepted at berths 5 and 6 and 330,000« 
max. draft 21 m. at berth No. 7. 

The S.G. and A.P.|. and temperature of the crude oil will be supe 
to the Master on radio request. 

Berthing of tankers: MENAS NOTICE No. 114/74. 

No tanker of draft exceeding 17.68 m. (58 ft.) shall be permite: 
berth or unberth at the existing Wharf No. 7 in the N.W. Direction 

No tanker of draft exceeding 17.00 m. (56 ft.) shall be permite: 
berth at Wharf No. 7 and in the S.E. Direction. 

No tanker of draft exceeding 17.68 m. (58 ft.) shall be permite: 
berth at the proposed Wharf No. 8 and in the N.W. Direction. 

No tanker of draft exceeding 17.00 m. (56 ft.) shall be permite: 
berth at the proposed wharf No. 8 and in the S.E. Direction. 
MEDICAL: An Iraqi Ports Administration Medical Dresser will always 
available to attend to quarantine matters, Derat Certificates, etc. Acv 
can be made available, through vessel's Agent, upon prior reques.’ 
necessary to give 24 hours notice to arrange. 

FRESH WATER: Available with 24 hours notice. 

FUEL: Not available ex-wharf. 

REPAIRS: Basrah Petroleum Company has no facilities to unde® 
ship repair work of any description. 

GANGWAYS: Ships must supply their own gangways when along 
Accommodation ladders and other ship side ladders are not sulla 
CUSTOMS ALLOWANCES: During vessel's stay at Terminal, 1c 
of cigarettes only allowed to each crew member. 

SAF! REGULATIONS: Safety regulations and fire ‘gt 
procedures will be discussed with the Master on arrival. 
AGENCY: Masters of tankers should contact the Agent through Be 
Radio Station prior to arrival. Agent's representatives are not hoe 
on the island. Ship's documents for port clearance purposes are pa 
by them to the Agent for action. Stores and provisions will be set’ 
by the Cqeot. given sufficient prior notice. 

See “General” before first port. 

AUTHORITY: President, State Organisation of Iraqi Ports, Bas‘ 


KHOR AL ZUBAIR: 30.12 N. 47.53 E. 


PILOTAGE: Compulsory. Vessels bound for Khor al Zubair shout ® 
their ETA to State Enterprise for Water Transport, Telex No. &” 
BWAKR IK or Cable Address “Bawakhir Basrah”. a 

Pilot boarding station is located at Lat. 29° 39’ N., Long. 48° s* 
ANCHORAGE: Vessels can anchor at the new anchorage wit 
following co-ordinates. 

(a) 29° 40.0’ N., 48° 43.0 E. 

(b) 29° 40.0’ N., 48° 45.0 E. 

(c) 29° 36.0’ N., 48° 43.0 E. 

(d) 29° 36.0’ N., 48° 45.0 E. A 
RESTRICTIONS: Berthing and unberthing from sunrise to suns® 
depth in the fairway is 12.0 m. 

MAX. SIZE: Max. draft 10.0 m. 
TUGS: Available. 


Seoth Remarks 

m.) 

oe Crude oil loaded through 16 in. hose at 750 t.p.h. 

320 Iron ore handled with 2 grabs discharging to 
conveyor belt. 

250 General cargo berths. 

250 8 cranes x 8-15 tons capacity. 

250 Special berths for loading bagged and bulk urea. 

250 | Shiploaders with capacity 600 t.p.h. 

250 

180 General cargo. 

180 Steel platform berths. 
Cranes recently installed. 


180 
4RGO ANDLING FACILITIES: Railways connected to all berths. 
‘we foating cranes with 100 tons capacity. 
“yo container facilities. 
1pG; The terminal is located 8 miles South of Khor Zubair Port. 


No.1: 
mooring dolphins, two on each side. 
fye pipelines connected to 5 loading arms. 
(a) One gasoline. — 
(p) Two propane lines. 
(c) Two butane lines. 
Berth can accommodate vessels up to a maximum of 55,000 d.w.t. 
Draft is expected to reach 14.0 m. 
Density of water is 1009 (brackish water). 
sTEVEDORES: Loading and discharging in 3 shifts throughout 


4 hours. 
fRESH WATER: Available. 
FUEL: Available. 


SHIPMASTER’S REPORT: May 1990. 

cation: The port lies in approximate position Lat. 30° 12.2’ N. 
long. 47° 52.8 E., on the Khor Abdullah, close to the boarder 
wweenKuwait and Iraq, at a distance of about 60 miles from the pilot 
sation. 

documents: Many documents are supplied by the pilot and others are 
wpplied by the Harbour Master, Agent and/or Doctor respectively. 

Jsual requirements are as follows: 

Arrival: Arrival Certificate (Pilot). 

Arrival Certificates (Different to above) Agent. 

Pilotage Certificates (River Pilot). 

Harbour Master Certificates (Harbour Master). 

Tug use Certificates (each tug) (Harbour Master). 
Arrival Form (Customs). 

Health Declaration (Doctor). 

Ship's Stores List (Customs). 

Personal Effects Declaration. 

Vaccination List (Doctor). 

Crew Lists (Doctor, Customs, Agent). 

Livestock List (Customs). 

Passenger List (Customs). 

Arms and Ammunition List (Customs). 

List of Ports visited since last time in Iraq (Agent). 
Request for Garbage Removal (Agent). 

Sailing Reports (Agent). 

Tug use Certificates for each tug (Harbour Master). 
Departure Certificate (Harbour Master). 

Draft Certificates (Harbour Master). 

Harbour Master use Certificates (Harbour Master). 

J Pilotage Certificates (River Pilot). 

“lage: Pilot boarding ground is in position Lat. 29° 39.0’ N., Long. 
45.0’ E., about 3 miles S.W. of Al Bakr Terminal. The usual approach 
$10 use the deepwater Khor al Khafka Channel until about 1.5 miles 
‘mAl Bakr Terminal, then proceed due West to the pilot station. 

The pilots are usually stationed on cutter “Shoorook”, but board 
‘ssels from a tug. They answer to “Iraqi Pilot’, usually listening on 
HF Channel 14. 

‘echorage: Designated anchorage for vessel's awaiting river passage 
skhor al Zubair or Umm Qasr is bounded by following co-ordinates, 
Gan = 35.9’ N. and 29° 39.9’ N. and Longitudes 48° 43.1’ E. and 


departure: 
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oad Passage: The river is undergoing constant dredging by both Iraqi 
as foreign dredgers, not only to maintain the channel, but also as part 
“2 major works programme to enlarge and improve the facilities at 
poet Qasr, where extensive new dock works for general cargo vessels 
“*nearing completion. Construction is also well advanced on 3 jetties 
the export of liquid gas, between Umm Qasr and Khor al Zubair. 
...° "iver is mainly featureless, and the buoyage is undergoing 
®quent change, both deliberate and accidental (buoys liable to shift). 
_wlute reliance cannot be placed upon them, and it is necessary to 
an the expertise of the pilot. Any vessel making night transit should 
Pedlatieg to find that the charted characteristics will be correct, as if a 
than becomes defective, it is not always replaced by one with the 
ie characteristics, if one is not available. The criteria appears to 
~...at.a buoy of same colour light is used if available, and failing that, 
rea buoys may on occasion have white lights. Reds are usually 
mae by red, but on occasions may be off-station until a suitable 
my el is available. Pilot assured us that this situation will gradually 
re 
oan addition to the message mentioned in “Radio”, on passing 
sf ast, vessels must hoist ‘Q’ flag or relevant light signal until vessel 
Gari: by quarantine doctor after berthing. This person requires a 
Uist, a Vaccination List and Health Declaration as noted under 
ments’, and also requires to sight the ship's Derat Certificate. 
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IRAQ 


Radio: This vessel communicated mainly by telex, to Oil Company and 
Agents, but it is necessary to request Free Pratique from Basrah Radio 
for passage as far as Umm Qasr, by advising where from, where bound, 
number and state of health of crew, and requesting Free Pratique. 
This is usually, but not always received from Basrah Radio. Sometimes 
pilot will board and advise that it has been received on the cutter. 
Tugs: Usually at least 2 stationed at Zubair, about 3,200 b.h.p, others 
of similar size also available from Umm Qasr if required (about 2 hours 
away). Generally 2 tugs used for berthing/unberthing, but if Harbour 
Master agreeable, vessels with bow thrusters can sometimes be 
permitted to use only one tug. 

Berthing: The berths used by tankers are the 3 most northerly in the 
port, (No’s. 9,10 & 11). All are alongside continuous quay. Berth No.9 
and Berth No.10 have small diameter rubber fenders slung in loops to 
protect concrete face. Berth No. 11, has ‘buffer’ type fenders. Berth 
No.11 is also used by barges unloading iron ore pellets by means of 
large moving gantries with grabbling arrangements. At present three 
grades of product, and occasionally crude oil, are handled, all grades 
being available at all berths, but usually Berth No.10 is occupied by a 
35,000 ton Iraqi tanker on a semi-permanent basis, as a depot ship for 
fuel oil. Vessels berth outside of her (she is equipped with 4 Yokohama 
Fenders) to load fuel oil. This is also loaded at Berth No.9. We were 
chartered to carry Naphtha, which is always loaded at Berth No.9 or 
Berth No. 11. Gas oil is apparently usually loaded from Berth No.9, and 
it is not certain from which berth crude is lifted. Local information is that 
this is now infrequent. Naphtha is loaded from 2 x 4 in. lines, rate very 
slow, average 230 cu.m.p.h., which equates to about 160 tonnes per 
hour. This vessel usually takes 6.25 days to load a full cargo. Fuel oil 
and gas oil are faster, but no rates know at present. 

Vessels are usually berthed port side to, as arrival is arranged by 
authorities to be before L.W., in order to still be stemming the tide. On 
occasions, there are unforeseen delays, in which case vessels are 
swung before berthing starboard side to. Mooring for this vessel and as 
far as has been seen, for other tankers, are 3 head/stern lines, 2 breast 
lines and 2 springs. 

June 1990: 

It has recently been noticed that the Oil Company also, on occasions 
uses a vessel on Berth No. 9 as a transshipment vessel for the loading 
of gas oil. Bunkers are also supplied ex-barge, both to tankers and cargo 
ships in the port. One of the gas jetties between Khor al Zubair and 
Umm Qasr is nearly complete, and the second one is scheduled to be 
finished before the end of the year. Local information was that the 
inauguration is to take place in late July 1990. 

Density: About 1019. 

Fresh Water: Fresh water is available, but cannot be recommended, 
except in cases of emergency. Rate very slow and supply intermittent. 
It should be alright for boiler use, but any vessel which is forced to take 
it, should take every possible precaution before using. It should be noted 
that the local people took water from us in preference to using it. 
Fuel: MFO bunkers of good quality are available ex-wharf at tanker 
berths and ex-barge at other berths from IOTC, Basrah. Bunkers should 
be arranged and paid for by Owners or Charterers in sufficient time, 
(minimum 3 days, not counting local weekend or hoildays). The loading 
rate experienced by this vessel was about 30 cu.m.p.h., which is 
exceptionally slow. 

Consuls: At Baghdad. 

Customs Allowances: 200 Cigarettes per man. If stay prolonged, 
Customs Officer will release further supplies on request. 

Repatriation: Agent advises that this is possible via Baghdad. As there 
are British, Dutch and Belgian dredgers working in the river, and they 
make crew changes, it would not seem that there are any great 
difficulties. 

Time: \raqi Standard Time is GMT plus 3 hours, but Summertime usually 
kept between April and September (check exact dates with Authorities) 
Summertime is GMT plus 4 hours. 

Shore Leave: Nearest town is Basrah. Agent advises that there should 
be no problem in going there. 

General: This port, and Umm Qasr, about 16 miles downriver, will 
become of increasing importance as the present developments are 
completed and other planned developments take place. Local 
information is that a number of dedicated products jetties are to be 
constructed at Umm Qasr, and that a depth of 15.0 m. at low water is 
the planned depth at both these and LPG jetties in due course. 
Provisions: Provisions of uncertain quantity and quality are available. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng, 


Ireland 


GENERAL: 


CUSTOMS ALLOWANCES: Notice No. 1198 (Rev. 1), dated March 
1983. 
Notice by the Revenue Commissioners 
Customs Allowances for (1) Frontier Zone Residents and Workers, and 
(2) International Transport Crews. 

Scale of duty-free allowances for goods having no commercial 
character which are imported from Northern Ireland by frontier zone 
residents or workers, or which are imported by crews of means of 
transport used in international travel (Also see Notes below). 

1. Tobacco Products: 

40 cigarettes or 20 cigarillos (cigars of a maximum weight of 

3 grammes each) or 10 cigars or 50 grammes (about 2 ounces) of 

smoking tobacco. 

2. Alcoholic Beverages: 

(a) A total of 0.25 litre (33.3% of a normal sized bottle) of distilled 
beverages and spirits of an alcoholic strength exceeding 22% 
by volume, e.g. whiskey, brandy, gin, rum, or 
A total of a 0.5 litre (66.6% of a normal sized bottle) of distilled 
beverages and spirits and aperitifs with a wine or alcohol base 
of an alcoholic strength not exceeding 22% by volume, e.g. 
sparkling wine, fortified wines, and 

(b) A total of 0.5 litre (66.6% of a normal sized bottle) of still wines. 

3. Perfume and Toilet Waters: 

7.5 grammes of perfume and 3/80ths of a litre of toilet water. 

4. Portable Fuel Containers: 

You may import a portable container of fuel duty-free with each 

motor vehicle being imported, provided that it contains no more 

than 10 litres of fuel. 

5. Other Dutiable Goods: 

To a total value not exceeding IR£ 25.00 per person, or IR£ 6.00 

if the person is under 15 years of age. 

NOTES: 

A. The allowances at 1 and 2 above are not granted to traveilers under 
17 years of age. 

B. A Frontier Zone is a zone extending to a depth not exceeding 
15 km. (9.3 miles) as the crow flies from the Land Frontier with 
Northern Ireland, and it includes cities, towns, villages and their 
environs the territory of which is partially included in the Zone. For 
the purpose of the grant of the above allowances, Frontier Zone 
residents may reside on either side of the Land Frontier. 

Different allowances apply (See Notice No. 962 Rev. 1) to 

Frontier Zone residents who can prove to Customs that they are 

either travelling to a place in the State which is not within the 

Frontier Zone, or that they are not returning from the Frontier Zone 

in Northern Ireland. 

C. Frontier Zone workers are persons living on either side of the Land 
Frontier who are required by their usual occupation to go to the 
other side of the Land Frontier on working days. They are granted 
the above allowances when they import goods while travelling for 
reasons connected with their work. 

D. Crews of means of transport used in international travel are granted 
the above allowances when they import goods while travelling for 
reasons connected with their work. 

E. The above allowances are only granted where the goods have no 
commercial character, that is, if they consist exclusively of goods 
for the personal or family use of the travellers mentioned or of goods 
intended as presents. The nature or quantity of the goods must not 
be such as might indicate that they are being imported for 
commercial reasons. 


BANTRY BAY: 51.41 N. 09.27 W. 


DOCUMENTS: 
1 Crew List. 
1 Stores List. 
1 Crew Declaration. 
1 Maritime Health Declaration. 
Ship's Register (tonnage). 
British Light Dues (receipts). 
Clearance from Last Port. 
APPROACHES: The approaches to the Bay are marked by the Sheep 
Head Light, visible 18 miles, Roancarrig More Light, visible 12 miles, 
and Whiddy Island Light, visible 3 miles. 
Buoy No. 9 is now the only buoy on station. 
PILOTAGE: Pilotage compulsory for tankers. Not compulsory for other 
vessels. Pilot launch available for tankers through VHF at Oil Terminal 
Control. Pilot launch available for other vessels if requested through 
Valentia Radio to their local agents at Bantry. First time users of the 
port are advised to use a Pilot or at least not to attempt a night entrance 
without one. Pilots disembark when and where requested. Contact with 
Pilot launch is through VHF radio. Tankers using the Oil Terminal should 
send ETAs to their appointed agents and also to the Oil Terminal, Bantry. 
Cargo vessels using Bantry Inner Harbour/Pier should send ETAs to 
their local Agents. 
Request for Pilots may be made to Murphy and O'Connor. Ltd. Tel: 
027-50001. Telex: 75870. Fax: 027-50024. 
ANCHORAGE: For smaller vessels, the East end of Whiddy Island 
(10 fathoms) and Bantry Harbour (25 ft. depth). 
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(See Plan) 


MAX. SIZE: 

(a) Bantry Harbour — draft not more than 25 ft. 

(b) Bantry Pier — 150 ft. length with draft 12 ft. 

(c) Oil Terminal — Operations suspended pending repairs, 
HEALTH: All vessels must exhibit quarantine signals until Quarey 
formalities completed or Free Pratique granted. By day, Internat 
Code Flag “Q”; by night, red light over white light. 

No person other than Pilot is allowed to board any vessq 
alongside jetty or at anchorage until pratique has been granted, Pi, 
be informed when any suspected disease or fever on board, 
RADIO: Messages and ETAs through Valentia Radio, Land's fx 
any UK station. 

VHF: A 24-hour VHF service is maintained at Oil Termina) 
operating on Channels 16, 14 and 11. This service is normally ty 
by tankers using the Oil jetty, but may also be used by Ships 
Bantry Inner Harbour and Pier. 

Note: The Oil jetty is out of commission as the result of an xp 
in January 1979. 
prt ens Berthing at Bantry Pier depends on size of vesse| ands 
of tide. 

Ascon Jetty: Located on South side of Oil Terminal, this beqy. 
egg yen small vessels up to 200 ft. in length and a max. gs 
17 ft. 

A 6 in. manifold loading/discharge is situated midway al 
for small diesel tankers and mobile cranes can be provided for» 
vessels discharging cargo for the Terminal. 
OIL TERMINAL: (The Terminal was damaged by a disaster in Jay 
1979 — it is non-operational at the moment, the only navigational, 
still on station is, the West Ground, No. 9). The sea island is still stag 
and is 1,600 ft. in length and situated approx. 1,300 ft. offshore » 
island sory is comprised of a centre platform and mooring dolphin. 
STEVEDORES: Available; 24 hour advance notice to Agent requy 
Stevedores: Murphy and O'Connor Ltd., Bantry. Tel: 027-5 
Telex: 75870. 
MEDICAL: Medical attention is available on arrival and in ane 
on a 24 hour basis. Vessels should give instructions regarding mex 
attention through Agents who will make the necessary arrangemen 
emergency medical attention either on board or at Bantry Pier. 
DENSITY: 1025. 
FRESH WATER: Available at Bantry Pier. 
FUEL: Gas oil and fuel available at Bantry Pier in road tends 
20 tons. 
CONSULS: Spanish Consul (Murphy and O'Connor Ltd.). Tel & 
50001. 
REPAIRS: Local repair firms can undertake limited repairs, but nex 
dockyard available for major repairs is at Cork. 
SURVEYORS: Ship's surveyors available subject to 24 hours m 
through Agent. 
CUSTOMS ALLOWANCES: Tobacco: Depending on stay ing 
Approximately 80 to 100 cigarettes per man for 2 to 3 days. Wines 
or Spirits: half litre per man. 
REPATRIATION: There are facilities for crew repatriation. 
AIRPORT: Situated 48 miles away at Cork. Frequent Intermaie 
flights. 
TIME: GMT plus 1 hour during Summer months. GMT from Octote 
March. 
HOLIDAYS: Cargo work can be carried out on most holidays, em 
Christmas. 
POLICE/AMBULANCE/FIRE: Dial 999. 
EMERGENCY CO-ORDINATION CENTRE: Marine Co-ordn 
Service Shannon Airport — Tel: 061-61969 and 61219. 
TELEPHONES: No arrangements for placing telephones on boat 
SERVICES: Vessels requiring any of the following services ## 
advise Agent prior to arrival, giving fullest possible details. 
Divers: Services of divers available to vessels for inspection and tt 
fouled propellers. 
Provisions: Normal supplies of most categories available. Ample® 
should be given to ship chandler. 
Laundry: Large amounts sent to Cork (24 hrs. return service), but® 
expensive. 
Storing: Vessels can be stored by truck at Bantry Bay. 
BANKS: Allied Irish Bank. Tel: 027-50008. 

Bank of Ireland. Tel: 027-50377. 
SHORE LEAVE: Permitted. 
IDENTIFICATION CARDS: Required. 
GENERAL: All vessels required to fly Irish Ensign on foremast &* 
daylight hours. Irish territorial waters extend 12 miles seawatd®™ 
mainland. 
DEVELOPMENTS: Two SBM's may be installed to facilitate 
opening of the oil terminal. 
AUTHORITY: Bantry Bay Harbour Commissioners, c/o Cork O¥ 
Council, Wolfe Tone Square, Bantry, Co. Cork. Tel: 027-58 
Contact: Hon. Secretary. 


CASTLETOWNBERE: 51.41 N. 09.54 W. (See Pl 


LOCATION: See Admiralty Chart No. 1840 (plan insert) “Banty? 
Blackballhead/Shot Head”. 

Castletownbere is a Fishery Harbour Centre. Owned and cont? 
by the Department of Marine (Fisheries Division — Harbours). 
DOCUMENTS: Health Certificate, Crew List, List of Bonded # 
Vessel's Register, Logbook, Crew Passports. le 

Also valid Load Line Certificate. Safety Equipment Certificalé, 
Safety Certificate, Safety Construction Certificate, Cargo Gear 5? 
PILOTAGE: Not compulsory. If Pilot required, contact Harbour M 
for local Pilot. 
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AGES: Bearhaven Sound. (See Admiralty Chart No. 1840), 
well sheltered anchorage adjacent to port. 
at SIZE: Always afloat. Dinish Island Wharf. 17 ft. MLWS. Length 


a 

we* and Wharf East. 12 ft. MLWS. Length 426 ft. 

\oniand Whart West. 12 ft. MLWS. Length 557 ft. 

u are accessible for wagons/containers, etc. 
aL TH: Customs grant pratique if vessel is clear, if not Doctor will be 


we narbOUr Master's Office on Channel 16. 
» None. ; , ; 
wes NG: In accordance with Harbour Master's instructions. Berthing 


night. 

he RES: None. Local labour available if required. 

gDICAL: No advance notice necessary. Hospital facilities available. 
WATER: Available at all berths. 

| EL: Available at all berths, no notice required (diesel only) and all 
accessible to tanker wagons. Also available at Dinish Island 

spat where there are 3 lines at the West end of the wharf. 

2gPAIRS: Syncrolift for vessels with max. weight 200 tons and 100 ft. 

oa Carriages and bays for 3 vessels. 

“\gcal machine shops/engineers for repair work available. Electronics 


ngneer available. 

sINGWAY/DECK WATCHMAN: Not required. 

(PENING/CLOSING HATCHES: By crew. 

cSTOMS ALLOWANCES: As per current regulations. 

\RPORT: Cork Airport 80 miles, served by regular airlines. 

_ qWE: GMT plus 1 hour, reverting to GMT from October to March. 
#0LIDAYS: Cargo work can be arranged on holidays. 

| LICE/AMBULANCE/FIRE: Tel: Police 70002. Ambulance 70004. 
Se station 70049. 

TELEPHONES: Not available for placing onboard. 

3ANKS: Allied Irish Bank Ltd., Castletownbere. Tel: 027-70025. 

SHORE LEAVE: Allowed. 

OENTIFICATION CARDS: Not required. 

GARBAGE DISPOSAL: Not available. 

| WASTE OIL DISPOSAL: Not available. 

SEAMAN'S CLUBS: None. 

CURRENCY: Irish Pound — Punt (IR£). 

GENERAL: Castletownbere is designated as a fishery harbour centre, 
orthe import/export of fish, fish products and processed fish, from local 
sents. Also for landing of fish from local fishing fleets. Ice plant on West 
wd of Dinish Wharf. 

Sores/Provisions: Available locally. 

Sonded Stores: Available from Cork. 

tustoms and Excise: Office in harbour office building. Tel: 027-70102. 
AUTHORITY: Department of The Marine, Harbour Office, 
tastietownbere, Co. Cork. Tel: 027-70220. FAX: 027-70329. Contact: 
Captain W. H. Jones, Harbour Master. Tel: (after hours) 027-70128. 


CORK (including Cobh, Whitegate): 51.50 N. 08.17 W. 
(See Plan) 


PORT LIMITS: Line joining Cork Head and Power Head. 
DOCUMENTS: 
3 Crew Lists. 
2 Passenger Lists. 
‘Health Declaration. 
_3Customs Manifests. 
‘or Shore Formalities 
Ship's Register. 
Safety Equipment Certificate. 
Safety Radio Certificate. 
load Line Certificate. 
Light Dues Certificates. 
Derat Certificate. 
*LOTAGE. Minimum 24 hours notice of ETA and draft to Agent. 
“curate ETA's are vital as Pilots only go afloat on this basis. When 
thin VHF range, contact should be established through “Cork Harbour 
‘dio’ (See “Radio”). This station combines Port Operations and 
‘oration service and co-ordinates the pilotage service. The pilot 
“unches are also fitted with VHF Channels 6, 12 and 16. 
For = deep-drafted vessels, Pilot usually boards up to 2 or 3 miles 
‘uth of Roches Point. Compulsory river pilotage area extends 
“stream from Spit Bank Light. 
NCHORAGES: Safe deep-water anchorages as arranged with Pilots. 
ESTRICTIONS: Navigation by night and day. Ships of 5.0 m. draft can 
- passage of river to Cork at any stage of tide. 
"ages: Near Albert Quay and Andersons Quay. 
7 - SIZE: Cork: Max. length 152 m. Draft fresh water on Spring tides 
Wha: on Neap tides 7.8 m. 
iMegate: Tankers up to 275 m. length. 11.6 m. draft. Max. draft 12 m. 
. highest tides. 
Wea sniddy: Max. size 60,000 d.w.t. LOA 210 m. Max. draft 13.0 m. 
LTH: Health Declaration form is presented to Customs Officer or 
" Health Inspector and Pratique issued without delay. In cases of 
RADIO. 0n board notify Agents who inform Health Authorities. 
pena Coast Station — Valentia Radio. W/T and R/T. R/T link call 
available. Telex fitted. In U.K., Coast Stations also relay 
mages direct to Agents. 
vain arbour Radio: VHF Channels 12, 14 and 16, 24 hour watch 
nlained. Call sign “Cork Harbour Radio”. A Port Operations and 
, ation Service is provided and it is through this organisation that 
equirements of the Harbour Master will be made known. 
Ros underway are required to maintain a VHF watch on Channel 
MD 14 as instructed. 
R: No Port Control Radar. Pilot boats equipped with radar. 
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TUGS: Deep draft vessels take tug assistance from Horse Head to Cork 
and vice versa. Tug's lines are used. Tankers use two to three tugs for 
berthing at Whitegate Terminal. 

11,060 h.p., 2x3,500 h.p., 1x2,500h.p. and 1x1,300h.p. The 
latter 4 tugs are stationed in the Lower Harbour. 
BERTHING: The quays at Cork afford good accommodation for vessels 
up to 152 m. LOA, on fresh water drafts of 7.8 m. on Mean Neap tides 
and 8.7 m. on Mean Spring tides with 8.8 m. alongside quay. The Deep 
Water Quay at Cobh is 189 m. long and vessels of 6.0 m. draft can 
berth with safety. The deep water berth at aot gepysae! can 


accommodate vessels up to 60,000 d.w.t. with max. draft 13.0 m. 
Berth Length Depth 
(m.) (m.) 
City Quay: 
Albert Quay 135.0 5.6 
South Jetties 411.5 8.8 
South Deepwater Quay 201.2 6.0 
Ford's Wharf (Private) 347.5 4.5 
E.S.B. (Private) 152.4 4.0 
Penrose Quay 146.0 3.6 
Horgan Wharf 205.7 8.8 
North Swinging Basin 146.6 6.9 
North Deepwater Quay 335.5 ae 
Custom House Quay (North) 176.9 7.3 
Custom House Quay (South) 167.6 4.5 
Tivoli: 
Ro-Ro Terminal 125.0 5.0 
Container Berth 210.0 6.9 
General Purpose Berth 152.0 8.8 
Bulk Ore Berth 152.0 8.8 
Bulk Liquid/Livestock 115.8 onl 
Oil Jetty 24.4 3.9 
Lower Harbour Quays: 
Deepwater Quay 183.0 6.1 
Kennedy Wharf 61.0 3.2 
Whitegate Oil Jetty No. 1 (Private) 365.0 11.9 
Whitegate Oil Jetty No. 2 (Private) 106.7 10.2 
Spencer Jetty (Private) 131.0 5.2 
Basin (Private) 152.0 5.2 
Bunkering Berth (Private) 76.4 Tt 
ADM Jetty (Private) 259.0 9.6 
Haulbowline Industries (Private) 53.3 9.0 
Ringaskiddy Ro-Ro/Ferry Terminal 180.0 9.2 
Ringaskiddy Deep Water Terminal 335.0 13.4 
Marino Point (Private) 237.0 10.0 
Passage West (Private) 274.3 9.0 


SPECIAL CARGO FACILITIES: 

Grain: 1 mobile suction discharge plant at South Jetties, discharge rate 
up to 120 t.p.h. Max. ship size 152 m. LOA, 8.7 m. draft on spring tide. 
Storage capacity 80,000 tons. 

1 suction unit x 150 tonnes per hour. Silo capacity 7,000 tons at South 
Deepwater Quay. 

Deepwater Terminal equipped with 2 high output grab cranes (400 
tonnes/hr. per crane) and dust controlled hoppers. 2 private grain silos 
with storage capacity 40,000 tonnes. 

Containers: 1x30 ton and 1x40 ton travelling transporter container 
cranes backed up by 4x30 tonne straddle carriers. Length of berth 
122 m. Depth at chart datum 6.9 m. 24 reefer points. 

Roll-on/Roll-off Berth ‘‘Tivoli’’: Max. height of link span 9.0 m. above 
chart datum. Min. height of link span 3.0 m. above chart datum. 
Max. loading 65 tons. Distance from side of berth to centre line of link 
span 11.4 m. Max. ship size 137 m. LOA. Berth dredged to 5.0 m. above 
chart datum. 

Roll-on/Roll-off Berth Ringaskiddy: Length of linkspan 42.1 m., width of 
linkspan 7.2 m. spadehead at outer end 14 m.x14 m. Max. LOA 
permissible 158.5 m. Berth dredged to 9.2 m. above chart datum. 
Livestock loading Ramp and Lairage: Max. ship size 106.7 m. LOA. 
Berth dredged to 5.1 m. above chart datum. Accommodation for 
1,200 head of cattle. 

ADM Jetty: Length between dolphins 259.2 m. Max. draft 9.6 m. on all 
tides. 

Molasses discharge rate, 1,000 t.p.h. 

Fuel Oil discharge rate, 600 t.p.h. 

Sulphuric Acid discharge rate, 200 t.p.h. 

Bananas: Automatic banana discharge equipment at Ringaskiddy 
Deepwater berth. 

STEVEDORES: Labour hiring times. Week-days 0800, 1000 and 
1130 hrs. Gangs for week-end working must be hired at 1700 hrs. on 
Fridays. ETA advice could include number of gangs workable. 
MEDICAL: All medical and hospital services available at short notice. 
TANKERS: Irish Refining Co. Terminal at Whitegate is situated on East 
side of Lower Harbour. Two deep water berths for tankers. Max. size, 
55,000 d.w.t. or 90,000 d.w.t. partly laden. Slop reception facilities 
available. 

Length between dolphins, 366 m. 

Crude discharge rate up to 4,000 t.p.h. 

HFO loading rate up to 1,700 t.p.h. 

Gas Oil loading rate up to 700 t.p.h. 

Petrol loading rate up to 600 t.p.h. 

LPG loading rate up to 20 t.p.h. 

Diameter of Hoses: 

Berth No. 1: Crude and Black Oils 10 in. ASA. 

Clean Products 8 in. ASA. 

Berth No. 2: All Products 6 in. ASA. 
1.F.1. (Irish Fertiliser Industries): At Marino Point. Overall length dolphin 
to dolphin 375 m. Dredged to 10.0 m. above chart datum to 
accommodate Ammonia tankers of up to 15,000 d.w.t. and bulk or 
general cargo vessels of up to 25,000 d.w.t. (Partly loaded). Vessels of 
up to 186 m. LOA and 9.5 m. draft will be acceptable. 
DENSITY: Average density of water in river 1008. 
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FRESH WATER: Available at all quays ex-hydrants — delivery rate 
25 t.p.h. 
FUEL: Major grades of bunker fuel and diesel as well as marine 
lubricants can be obtained through suppliers. Delivery by road or river 
tanker. 
CONSULS: 
Belgium: _ D. Daly, 
Tel. 277399. 
Denmark: T. Halpin, Algonquin House, Kilcoolishal, Glamire, Co. Cork. 
Tel: 353535. 
Finland: C. Doyle, 1 Connell Street, Cork. Tel. 275235. 
France: F. Letellier, c/o Eurotranslations, 6 Sullivans Quay, Cork. 
Tel. 276093. 
Germany: M. Corkery, Solicitor, Camden House, Camden Quay, Cork. 
Tel: 509367. 
Italy: P. Cali, University College, Cork. Tel. 276871. 
Netherlands: F. Ronayne, Ronayne Shipping Co.Ltd., Monahan Road, 
Cork. Tel: 317900. 
Norway: B. J. Foley, c/o Marine Transport Services, Atlantic Quay, Cobh. 
Tel: 811485. 
Spain: F. Ronayne, c/o Ronayne Shipping Ltd., Monahan Road, Cork. 
Tel: 317900. 
Sweden: W.H. Sullivan, 6 St. Patricks Quay, Cork. Tel: 500588. 
REPAIRS: All types of deck and engine repair facilities available. 
DRY DOCK: Cork Dockyard main dry dock can take vessels up to 
158.5 m. in length. Floating dock of 2,000 tonnes lifting capacity, also 
4x40 tonne cranes. Able to carry out repairs to ships afloat of any 
tonnage using the port. 
SUR EYORS: None. 
WATCHMEN: Recommended but not compulsory. 
OPENING/CLOSING HATCHES: Crew must perform this work as 
dockers decline to do it. 
CUSTOMS ALLOWANCES: 200 cigarettes per man, and 1 bottle spirits 
rman. 

CARGO GEAR: No special local requirements. Regulations similar to 
British Board of Trade safe working requirements. 1x30 ton and 
1x40 ton container crane is provided by Cork Harbour Commissioners. 
A number of mobile cranes up to 100 tonnes capacity are available from 
local plant hire firms and stevedoring firms. 
REPATRIATION: Can be carried out without difficulty. 
AIRPORT: 5 miles from city. High frequency scheduled flights to Irish, 
British and continental airports. 
TIME: GMT from 0200 hrs. on Sunday following 3rd Saturday in October 
to 0200 hrs. on Sunday following 3rd Saturday in March (unless latter 
is Easter Saturday, in which case to 0200 hrs. on Sunday following 2nd 
Saturday in March). 

Feet hour ahead of GMT (i.e. Standard European time) for remainder 
of year. 
HOLIDAYS: New Years Day, St. Patrick's Day (March 17th); Good 
Friday; Easter Monday; First Monday in May; First Monday in June; First 
Monday in August; Last Monday in October; Christmas Day (December 
25th); St. Stephen’s Day (December 26th). 
POLICE/AMBULANCE/FIRE: 999 is emergency number for all services. 
Actual: Police 273161; Fire 966333; Ambulance 966333. 
EMERGENCY CO-ORDINATION CENTRE: Port Operations and 
Information Station will provide this service and will raise the alarm in 
the event of a major marine emergency. Tel: (021) 811380, VHF 
Channels 12 and 16. Outside the port area, emergency services will be 
co-ordinated by Shannon Marine Rescue Co-ordination Centre, Tel: 
(061) 61219, 61969, 61509 or 61233 Ext. 251 or 252 or through Cork 
Air Traffic Control during opening hours (021) 965326. 
SERVICES: All tanker services available at Whitegate. Otherwise, 
par general services required by ships available at Cork. 


Pembroke House, Pembroke Street, Cork. 


Allied Irish Banks Ltd., 66 South Mall, Cork. Tel: 276811. 
Bank of Ireland Ltd., 32 South Mall, Cork. Tel: 276712. 
National Irish Bank Ltd. 89 South Mall, Cork. Tel: 277944. 
Ulster Bank Ltd. 54 South Mall, Cork. Tel: 274381. 
Citibank N.A., Cork. Tel: 271953. 
Anglo Irish Bank Corporation, Cork. Tel: 271761. 
STORING: See “Prelims”. 
. Vessels can be stored by truck. 
. No restrictions on storing. Barge storing not applicable. 
. Trucks may proceed alongside for storing. 
. Fork lifts may be used for storing. 
. Bonded stores authorised by Collector of Customs, Government 
Buildings, Sullivans Quay, Cork. 
6. Local riggers may be employed to assist with storing. 
SHORE LEAVE: No restrictions on shore leave. 
IDENTIFICATION CARDS: Not required. 
GARBAGE DISPOSAL: Private contractors available, and can be 
arranged through ship's Agent. 
WASTE OIL DISPOSAL: Private contractors available, and can be 
arranged through ship's Agent. 
SEAMAN’S CLUBS: Seafarers’ Club, 29/30 South Terrace, Cork. 
Tel: (021) 505011. Facilities: Snacks, bar, soccer, shop, currency 
exchange and international telephone. 
CURRENCY: Irish Pound. 
IRE 1.00 = U.S.$ 1.47. 
IRE 1.00 = U.K.£ 0.98 (22.6.94). 
DELAYS: Except waiting for tide there are very few occasions on which 
entry to or departure from the port is subject to delay. 
DEVELOPMENTS: The deepwater berth at Ringaskiddy became 
operational in August 1986, thus concluding the first phase of the 
creation of the largest deepwater industrial complex in Ireland. 
Ringaskiddy has a fully serviced 1,000 acre area owned by the 
Industrial Development Authority. Cork Harbour Commissioners have 
reclaimed a further 155 acres for use as operational and storage areas. 
Ringaskiddy is serviced by the Cork City and Harbour Water Supply 
Scheme which provides 30 million gallons of water per day. The Irish 
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Government has enacted legislation to set up a freeport at Rj 
which will enhance the attractiveness of Cork Harbour. ity 

A second linkspan will be operational at the Ringaskiddy dl 
Terminal in 1995. ! 

The channel to Tivoli Berths has been dredged to 6.5 m. w 
completed at the end of June 1994. 

The Kinsale Gas Field 30 miles due South of Cork Harboy 
industry in the harbour area and is linked to the national neu 
grid. The gas is used by |.F.I. at Marino Point in their ammoniais 


plant. 

AUTHORITY: Cork Harbour Commissioners, P.O.Box 53, 
House Street, Cork, Ireland. Tel: (021) 273125-9. Telex: 7 
FAX: (021) 276484. Contact: P. Keenan, Chief Executive. B. 0’ 
Harbour Engineer. Captain P. Farnan, Harbour Master. S.J. Geay 
Marketing Manager. A.C. Feehely, Secretary. 
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DUBLIN: 53.21 N. 06.16 W. (See Plan) 


PORT LIMITS: Port of Dublin includes all water between Rory O'Nos 
Bridge (over River Liffey) and imaginary line drawn from Sutton on Nor 
side of Dublin Bay to Sorrento Point at Dalkey on South side, py 
excluding Dun Laoghaire Harbour. 

DOCUMENTS: 

Forms C. 1 or C. 2 Customs report form (actually a copy of Maniles 

Form CU. 35 Victualling Bill (note covering Bonded Stores to 

loaded Dublin). 

Form CU. 7 Entry Outwards in ballast (for vessels sailing light). 

Form CU. 10 Entry Outwards with cargo. 

Form CU. 25 Entry Outwards (details of previous and forthcomn 

voyages). 

Health Form. 

“Jerque” Note (List of bonded stores on board on arrival). 

Crew List must also be presented with personal declarations ¢ 

dutiable possessions (i.e. radios; T.V.s; record players, etc.). 

PILOTAGE: Limits of Dublin Pilotage District are waters of River Lit) 
between Butt Bridge and of sea Westward of Sixth Meridian Wes 
longitude between parallels of latitude passing through Baie 
Lighthouse on North and through Sorrento Point on South including & 
bays, creeks and harbours and all tidal and closed docks within su 
area. Following classes of ships exempted from compulsory pilotage! 
not carrying passengers: 

(1) Ships trading coastwise of not more than 200 tons gross tonnage 

(2) Home trade ships (including ships trading coastwise), of not moe 

than 450 tons gross tonnage, excluding ships carrying petroleur 
or explosive cargo. 

All vessels carrying passengers, tankers carrying petroleum, gas 0 

chemicals, and vessels carrying explosives as cargo are required © 
take a pilot. 
Incoming Vessels: Pilotage service is based on a Pilot shore stator 
situated on Eastern Breakwater and operated by direct boarding cutters 
each about 15.0 m. long. Harbour Office, Pilot Shore Station and Pic 
Cutters are equipped with VHF Channels 16, 12 and 6. 

ETAs should be given 12 hours before arrival and amendments ma) 
be made up to 2 hours before original ETA. 

ETAs and any subsequent amendments should be passed 5) 
radiotelephone (VHF Channel 12; call sign “Dublin Port Radio) & 
radiotelegram to “Harmaster Dublin”. 

Holders of Dublin Pilotage Certificates should indicate this by flashing 
ange letter signal “C” when approaching pilotage area between suns 
and sunrise. 

Vessels Outward Bound or Shifting: Order for Pilot should be made 
early as possible through Harbour Office Tel: 8748771, Fax: 873598 
or Telex: 32508 during office hours (0900 — 1700 hrs.); and Tel: 8748779 
outside office hours. Following details should be given: name a 
situation of vessel, destination, draft, time of departure. It must 
stressed that such orders must be made in sufficient time making 0 
allowance, particularly at night, for accessibility of vessel. A minim” 
of 1 hour's notice is necessary for inward or outward Pilot. 
ANCHORAGES: It is the general practice to anchor about 1 nauit® 
mile South of Rosbeg South Buoy, about 10 km. from the Quays ® 
Dublin. Depth at L.W. is 11.0 m. — 18.0 m. 

RESTRICTIONS: Draft restrictions: 10.2 m. HW Normal Tides; 105° 
pF ale! Tides. Vessels drawing 6.5 m. or less can enter at any staté 
of tide. 

ENTRANCE: Approach well lighted and easy of access. Inner Chane 
of Harbour, formed by almost straight channel of River Liffey 
entrance at Poolbeg Lighthouse to Alexandra Basin, is 215. 
greater part of length and maintained at depth of 7.8 m. LW. From 
Alexandra Basin entrance, River is quayed for a distance of neat 
3.0 km. to Matt Talbot Memorial Bridge in centre of City. 

MAX. SIZE: State of tide governing max. draft, no breadth restrict" 
overall length restriction of approx. 220 m. 

HEALTH: Pratique automatic for movements Ireland/U.K. area Mere 
Declaration of Health indicates requirements. This declaration ang 
submitted on arrival by Master of ship coming from foreign eg 
requirement does not now normally apply to vessels tr 
between Ireland and ports in Germany, Belgium and One 
Atlantic and Mediterranean coast of France, Italy and Greece. J 
requirements mentioned on Maritime Declaration of Health form 
apply to such ships. 

“Foreign Port” is port situated elsewhere than Ireland and UX 
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of foreign-going ship may be asked to produce valid Derat 
feat oF Derat Exemption Certificate in respect of vessel. Travellers 
“engers and crew) may be requested to produce valid certificates 
, tion. Ships may be subjected to sanitary inspection by 
J of Port Health Service. 
must not be landed from vessels which trade outside Ireland. 
syanting of Pratique by radio not practised at Dublin, But is under 
opgderation at present. , . 
upd: Dublin Radio, Valentia Radio, Ireland. Portishead Radio, U.K. 
Radio, U.K. 
vey tugs available, equipped with VHF Channels 16, 12 and 6, and 
» fire pumps. Normally meet vessels at North Bank Lighthouse 
pu . : 
aghy half-way mark of main channel) 1 mile West of Poolbeg 


se. 
SEETHING: The following berthage is available to shipping using the 


an Side of the River, from Talbot Memorial Bridge to North Wall 
oy, available as berthage, 2,244 m., depth 3.5m. — 6.5m. LAT. 
“nes: 4x4 tonnes. 

“yaxandra Basin, South and East sides: Length of berthage 520 m., 
sgh 7.2 Mm. — 7.8m. LAT. 

yexandra Quay West (North side of Alexandra Basin): Length of 

355 m. depth 9.8 m. — 10.2 m. LAT. Cranes: 1x20 tonne grab 

ane, 4x4 tonnes. 

“yexandra Quay East: Length of berthage 360 m., depth 9.6 m. — 
ogm. LAT. Cranes: 3x4 tonnes. 

ocean Pier West (East end of Alexandra Basin): Length of berthage 
om, depth 9.5m. LAT. Cranes: 1x10 tonnes, 4x4 tonnes, 
.% tonne derrick. 

Ocean Pier South: Length of berthage 142 m. depth 9.5 m. LAT. 
dcaan Pier East: Length of berthage 244 m., depth 9.7 m. LAT. 
canes: 3x4 tonnes. 

South side of the River, from Talbot Memorial Bridge to Ringsend Gut, 
sglable as berthage 1,598 m., depth 3.6 m. — 6.5m. LAT. Cranes: 


1x4 tonne. 
South Bank Quay: Length of berthage 205 m., depth 8.5 m. LAT. 


toniLift-off: Dublin Port has three dedicated Lo/Lo Terminals: 

The Marine Terminals Ltd. (MTL) facility at South Bank Quay; 

The Dublin Ferryport Terminal (DFT) at Ferryport on the North side 
dine River Liffey, and 

The Coastal Line Container Terminal, also on the North side, and at 
te Eastern extremity of the port. 


‘astal Line Container Terminal: 


ength of Berth: 220 m. 

depth at LAT: 6.1 m. 

Cranes: 3x30 tonnes transporters. 

sseond-Handling Equipment: 3x30 tonnes rail mounted Goliath 
cranes. 

Sorage Area: 4.25 hectares. 


On this Terminal, Coastal Line provide fully flexible round-the-clock 
sevedoring to scheduled vessels, operating up to 8 direct services each 
week to Great Britain and the Netherlands. 

Asecond working berth will be constructed and cranage and storage 
‘ulities are being enhanced. A third ship-to-shore Wellman gantry crane 
$ deing installed, which will enable two ships to be worked 
snultaneously. The expansion now being undertaken is expected to 
yovide the necessary capacity at the Terminal for the foreseeable 
\ure. 


oT Terminal Ferryport: 


ngth of Berth: 229 m. 
oth at LAT: 6.0 m. 
vanes: 1x30 tonnes transporter. 


P 1X28 tonnes derrick crane. 
*ond-Handling Equipment: 3 straddle carriers. 

J 2x12 tonne forklift trucks. 

*oupage Facility: 6,000 sq.m. available. 

“rage Area: 11 hectares. 

On this Terminal, which is rail-linked, DFT provide fully flexible round- 
"clock stevedoring to scheduled vessels, operating up to 4 direct 
*vices each week to Belgium, France and the Netherlands. 

Container Terminal, which opened in 1972, is currently being 
*panded with the addition of 100 m. of new quay, deeper berths, a new 
‘nlainer transporter crane with the necessary second-handling 
*uipment and container stacking area. The existing transporter crane 
Salso being upgraded to incorporate state-of-the-art technology. 


"L Terminal, South Bank Quay: 
ath of Berth: 567 m. 

“pth at LAT: 7.6 m. 

“anes: 1x40 tonnes transporter. 
1x35 tonnes transporter. 
1x30 tonnes transporter. 

¢ 1x32 tonnes derrick crane. 
*ond-Handling Equipment: 5x Hyster forklift trucks. 


Ser 1 Kalmar forklift truck. 
age Area: 13 hectares. 


On this Terminal, Marine Terminals Ltd. provide fully flexible, round- 

Stevedoring to scheduled vessels, operating up to 15 direct 
"vies each week to Great Britain, Belgium, France, Germany, 
vegans, Latvia, Spain, Portugal, Italy, Greece and Eastern 

franean ports. 

07g hn MTL currently has the deepest Lo/Lo berths in the port (up 
0. LAT), there is a growing requirement for the company to provide 
Teepet berthage. The company is, therefore, planning to extend the 
oe Eastwards to incorporate 200 m. of existing quay wall with 
mn - (LAT) available. A ship-to-shore gantry crane may also be 
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Common User Terminal: 

In addition, containers are also handled under a 35 tonne derrick crane 
at Ocean Pier West, in the common user area of the port. A storage 
area of 1.6 ha. adjoins the 183 m. long berth, with a depth at LAT of 
9.4m. 

Stevedoring services and second-handling equipment are offered by 
the three companies licensed to operate in this area viz: 

Dublin Port Stevedores Ltd. 
Poolbeg Stevedoring Co. Ltd. 
Portroe Stevedores Ltd. 


Roll-on/Roll-off: Terminal details: 


No. 1 Ramp No. 5 Ramp 
Length of Berth: 140 m. 16 m. 
Depth at LAT: 6.0m 11.0 m 
Length of Shore Ramp: 35m 40 m. 
Width of Shore Ramp: 6.0 m 20.0 m. at ship tapering to 
17.25 m. at shore end. 
Maximum Vehicle Load: 140 tonnes 180 tonnes 


A passenger terminal building adjacent to No. 5 Ramp caters for the 
700,000 passengers, who use this facility annually. 
t= ecm services are provided by Dublin Ferryport Terminals 


( 

Additional Ro/Ro terminal facilities are being developed at North Quay 
Extension and Fe: é 
BULK HANDLING FACILITIES: 

Dry Bulk Jetty in Alexandra Basin: Length of jetty 247 m. depth 9.8 m. 
(North side) and 11.0 m. (South side). This jetty is equipped with a bulk 
ore conveyor and ship loading system for export of ore concentrates. 
2x10 tonne grabbing cranes. It is also equipped with pipelines for 
molasses. The jetty is also used for coal imports with a separate 
conveyor system linking the jetty with a back area coal storage site. 
Coal/Dry Bulk Quay, South Side: Length of quay 357 m., depth 11.0 m. 
LAT. This quay, with storage areas, hoppers, conveyor belts, 24 tonne 
and 2x10 tonne grabbing cranes is one of the most sophisticated bulk 
handling berths in Western Europe. The quay is also equipped with 
pipelines for molasses in bulk. 

‘VEDORES: ETA required by Stevedores before 1500 hrs. Monda 
to Thursday for work the following day, and by 1500 hrs. Friday for wo 
Saturday, Sunday or Monday. 

Average discharge rates: Grain: 3,000 tons per day. Timber: 120 
standards packaged per gang/day. General: Bagged cargo and fast 
general, including paper, 250 tons per gang/day. Other Generals: 90 
tons per gang/day. 

Stevedores for deep-sea section: Dublin Cargo Handling Ltd., East 
Wall Road, Dublin 1. Tel: 745023. Telex: 30903. 

TANKERS: No slop residue discharge facilities. 


Tanker Berths Depth at LAT Length 
No. 1, West Oil Jetty, West Side 10.2 m. 226 m 
No. 2, West Oil Jetty, East Side 10.4 m 235 m 
No. 3, East Oil Jetty, West Side 9.8m 207 m 
No. 4, East Oil Jetty, East Side 6.4m 110 m 
South Bank Quay (E.S.B.) 7.5 m.* 213 m. 
South Bank Quay (Poolbeg) 10.6 m.* 198 m. 


*Time suitable for navigation in approaches — 1 hour before High 
Water for deepest draft. 
Common User Oil Pipe-line System: This system provides 21 pipelines 
to Eastern Oil Jetty and 15 pipelines to Western Oil Jetty. Cargoes of 
tankers berthed at these jetties can be discharged to storage installations 
of any of the oil companies. 
E.S.B. (Electricity Supply Board): At Poolbeg Jetty (formerly known as 
“Pigeon House ‘B’ Jetty”). Max. size 35,000 d.w.t. with the aid of tugs. 
Present depth sufficient for vessels of this size. 
DENSITY: 1025 at all stages of tide. 
FRESH WATER: Available at all berths by 2.5 in. hose line — 8/10,000 


ger per hydrant. 
UEL: 


Grades of Fuel Oil Viscosities 


Heavy Fuel Oil 3,500 sec. max. 
Inter. Fuel Oil 1,500 sec. max. 
Medium Fuel Oil 950 sec. max. 
Light Fuel Oil 200 sec max. 


Advance Notice required. Bunkering by pipeline depends on availability 
of Oil Berth. Bunkering by Oil Barge normally a.m. notice on day 
Cee Bunkering by Road Tanker — 24 hours notice. 
FIRE PRECAUTIONS: Port By-Laws; Harbour Master's orders/Letters 
to Masters. Ref.: International Maritime Dangerous Goods Code. 
Packed Petroleum: IMO Recommendations on the safe transport, 
handling and storage of dangerous substances in port areas. 
Fibrous Cargoes: Directives No. 2 and 3 to Masters. Jute, hemp 
and sisal must be removed ex-ship from port area. 

Cotton, cocoa fibre, kapok, etc., must be removed ex-ship to 
Hazardous Goods Shed. 
General: Harbour Police-Watch obligatory during handling of all 
hazardous or inflamable car , and on tankers during vessels’ stay 
in port. No smoking permitted in Oil Zone, sheds, etc. 
CONSULS: Embassies: 


Telephone Telephone 
American 68 87 77 Greek 76 72 54 
Argentine 69 15 46 Indian 97 08 43 
Australian 76 15 17 Italian 60 17 44 
Austrian 69 45 77 Japanese 69 42 44 
Belgian 69 20 82 Netherlands 69 34 44 
69 15 88 Nigerian 60 43 66 
British 69 52 11 Portuguese 89 33 75 
Canadian 78 19 88 Russian 97 75 25 
Chinese 69 17 07. Spanish 69 16 40 
Danish 75 64 04 Swedish 71 58 22 
Egyptian 60 65 66 Swiss 69 25 15 
French 69 47 77 ‘Turkish 68 52 40 
German 69 30 11 
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Consular Offices: 


Brazilian 85 19 71 Monaco Consulate 
Cyprus 69 13 97 General 73 55 66 
Ecuador 69 54 48 Norway Honorary 
Finland Honorary Consul Consul 79 36 83 
General of 76 51 53 Pakistan Honorary 
Iceland Honorary Consul Consul of 69 82 34 
General of 80 81 03 Panama 74 78 67 
Luxembourg Honorary Consul Peru 80 02 56 
General of 68 17 56 Philippines Honorary 
Malta Honorary Consul of 76 01 50 
Consul of 76 03 33 Portugal Honorary 
Consul of 89 44 16 


REPAIRS: All classes of repairs carried out by Independent Companies 
located in the Port area. 

DRY DOCKS: Graving Dock No. 2: Inside length with caisson gate in: 
Extreme outer position 202 m.; normal outer position 194 m. Centre 
position 112 m.; inner position 78 m. Width at entrance 24.4 m.; depth 
over sill at HWOST 7.62 m. Depth over blocks at HWOST 6.8 m. 

The intermediate positions for the caisson gates make it possible to 
operate inner section so as to accommodate a small or medium-size 
vessel independently of remainder of dock. 

Equipment: One E.P. crane, 25 tons at 22 m. radius to 5 tons at 30 m. 
radius. Seven power capstans of 5, 10 and 15 tons pull. Fresh and salt 
water hydrants at dock sides. 

GANGWAY/DECK WATCHMEN: If no watchmen from crew, then shore 
watchman is recommended. 

OPENING/CLOSING HATCHES: Patent hatches by crew; other 
hatches with some assistance from dockers. 

CERTIFICATES: 

Certificate of Registry. 

Radio Safety Certificate. 

Load Line Certificate. 

Current Trinity House light bills. 

Safety Equipment Certificate. 

CUSTOMS ALLOWANCES: Tobacco per 8 days: 200 cigarettes — 
Master; 150 cigarettes — Officers; 100 cigarettes — Crew. Wine and/or 
See mia pint per day per man. 

gts IATION: May be arranged by ship's Agent through Department 
of Justice. 

AIRPORT: Dublin Airport, 6 miles North of city centre, served by regular 
services direct to U.K., Europe, U.S.A. and Canada. 

TIME: GMT plus 1 hour. Reverting to GMT between October and March. 
HOLIDAYS: New Year's Day (1st January); St. Patrick’s Day (National 
Holiday) (17th March); Good Friday*; Easter Monday; Spring Bank 
Holiday (1st Monday in June); August Bank Holiday (1st Monday in 
August); Last Monday in October; Christmas Eve, half holiday 
(24th December); Christmas Day (25th December); St. Stephen's Day 
(26th December). 

*Not a port holiday, but all other offices closed. 

These days can be worked at Sunday rates and conditions. 
POLICE/AMBULANCE/FIRE: Contact Harbour Police patro! or at Dock 
Gates, or dial 999 on public telephone for all emergency services. 

Port fire alarm system is linked via fire panel at Alexandra Road to 
local fire station. 

TELEPHONES: Coin-box telephones available near Oil Berths. No 
rental charges; normal coin-box rates. 

SERVICES: No facilities for tank cleaning; discharge of tank washings 
in small quantities to road tankers. 

SHORE LEAVE: No port restriction on crew's shore leave. 
GENERAL: Masters’ cash requirements for week-end must be notified 
to Agent by noon on Friday. 

GARBAGE DISPOSAL: IPODEC Ltd., Tel: 593781. Fax: 592337. 
Notice of 48 hours is desirable. Charge IR£ 300.00 per skip. 

WASTE OIL DISPOSAL: Atlas Waste Oil, 32 Nassau Street, Dublin 2. 
Tel: 714426. Road tanker service free of charge, unless there is a high 
water content, when a charge is made. 

SEAMAN’S CLUBS: Missions to Seamen, St.Anne’s Dawson Street, 
Dublin 2. Tel: 611984. 

Stella Maris, c/o Fr. Albert, Franciscan Friary, Church Street, Dublin 7. 

Tel: 8730599. 
AUTHORITY: Dublin Port and Docks Board, Port Centre, Alexandra 
Road, Dublin 1. Tel: 8722777, 8748771. Telex: 32508. FAX: 8735946, 
8741241. Cables: Harbour Dublin. Contact: Mr.N. Shanley, Chief 
Executive. Captain E. Connellan, Harbour Master. 


DUN LAOGHAIRE: 53.18 N. 06.08 W. (See Plan) 


PORT LIMITS: Seaward port limits extend to 457 m. beyond the 

breakwater pierheads. 

DOCUME : See “Dublin”. 

Her cheng See “Dublin”. Dun Laoghaire lies within the Dublin Pilotage 
istrict. 

ANCHORAGES: Scotsmans Bay. See “Irish Coast Pilot”. 

RESTRICTIONS: See “Irish Coast Pilot”. 

MAX. SIZE: Fairway dredged to approximately 5.5 m., see chart for 

latest soundings. 

HEALTH: See “Dublin”. 

RADIO: See “Dublin”. 

VHF: The Harbour Office has Channels 16, 14, 12, 9 and “M”. 

A continuous dual listening watch is kept on Channel 16 and working 

Channel 14. Call sign “Dun haire Harbour Office”. 

TUGS: Tugs arranged through Dublin Port. 
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BERTHING: Harbour formed by 2 breakwaters, East Breakwate; 
1,290 m. West Breakwater, length 1,548 m. Width at entrance ber 
breakwaters, 232 m. Depth at entrance 6.2 m. — 7.9 m. 


Berth 
Berth Berth Name Length Char 
No. ' (m.) (m) 
1 East Pier Berth. 76 50 
2 Mailboat Pier, East Side. 139 50 
3 Mailboat Pier, West Side 130 50 
4 Catamaran Berth, East Side. 142 50 
5 Car Ferry Pier, West Side. 142 50 


Traders Wharf Shoreward side. 131 2.4.33 

The seaward side of Traders Wharf has a foul bottom. 
CRANES: Mobile cranes can be hired locally. For yacht fitting: 1.5 
hand crane available for fitting out yachts near Traders Whar. ° 
SPECIALISED CARGO HANDLING FACILITIES: Ro-Ro f{ 
Berths No. 3, 4 and 5. Ramp widths 3 m. Maximum slope 1 in 8, Bes 
No. 3 can accommodate vessels up to 22m. beam. Berth No. 4. 
been converted to a high speed catamaran berth with pontoon MR 
longer usable by Ro-Ro ferries. Berth No. 5 can accommodate y 
up to 18.2 m. beam. Limited general cargo worked at Berths No. 2 arg: 
vessels up to approximately 1,500 g.r.t. ‘ 
BRIDGES: None. 
STEVEDORES: Arranged by ferry company. 
MEDICAL: Hospital and dental facilities available locally. 
DENSITY: 1025. 
FRESH WATER: Available at all berths. 
FUEL: Fuel delivered by road tanker to berths, fuelling for yas 
available at waterfront yacht club. 
FIRE PRECAUTIONS: Normal non-smoking precautions during fueling 
CONSULS: See “Dublin”. 
REPAIRS: See “Dublin”. 
DRY DOCKS: See “Dublin”. 
SURVEYORS: As per Lloyd's Shipping Agents, Dublin. 
GANGWAY/DECK WATCHMEN: The ship's watch. 
CUSTOMS ALLOWANCES: As per E.E.C. Regulations. 
CARGO GEAR: Load/discharge can be by ship's gear or mobile crane 
REPATRIATION: Facilities exist for crew changes and repatriation 
AIRPORT: Dublin Airport, 20 km. 
TIME: GMT. GMT plus 1 hour from last Sunday in March to ion 
Sunday in October. 
HOLIDAYS: New Year's Day, St. Patrick’s Day (17th March), Gu 
Friday, Easter Monday, first Monday in June, first Monday in Augs 
last Monday in October, Christmas Day, St. Stephen's Day. 
POLICE/AMBULANCE-/FIRE: Police 2801285/2800187; Fire 2801%) 
999; Ambulance 999. 
EMERGENCY CO-ORDINATION CENTRE: Telephone 999. 
TELEPHONES: None on board visiting ships. 
SERVICES: Various services available in nearby town. 
BANKS: All major Irish banks have branches in nearby town. 
STORING: Ship's stores available. Trucks proceed alongside ath 
berth. 
SHORE LEAVE: Possible. 
IDENTIFICATION CARDS: Seaman's Identification Card sufficient 
GARBAGE DISPOSAL: Collection service arranged for vessels: 
agricultural restrictions apply in controlling foot and mouth disease, # 
ep te to landing of waste food. Collection arranged by ship's agent 
WASTE OIL DISPOSAL: Collection service available by road oil-tane 
at berths accessible to such tanker. Ship's agents will amay 
collections. 
SEAMAN’S CLUBS: No Seaman's Clubs in the town, but the berths! 
the harbour are no more than 5 minutes walk from the town. 
CURRENCY: Currency can be changed in local hotels, banks # 
exchange bureaux. : 
AUTHORITY: Department of the Marine, Leeson Lane, Dubin! 
Tel: (01) 785444. Harbour Manager/Engineer (Mr. T. F. by. 
Tel. (01) 2801311. FAX: (01) 2809607. Contact: Captain J.P. 
Harbour Master. Te/:; (01) 2801130. FAX: (01) 2808062. 


DUNDALK: 54.00 N. 06.23 W. (See Piet 


PORT LIMITS: From Dunary Point to a point 2 miles Eastwards ® 
then to Cooley Point. 
DOCUME ; 

1 copy Crew List. 

2 copies Ship's Stores Declaration. 

2 copies Crew Declaration. 

Cargo Manifest. 

Bill of Lading. 

PILOTAGE: Limits of Pilotage District are the waters of the harbou® 
bay of Dundalk between the bridge of Dundalk and an imaginary 
line drawn from Gyles Quay to a position 270° (true) distant 2 miles 
Dunary Point. 

Pilotage is compulsory. 

Pilots board 1 mile S.S.E. of the Pile Light. Pilots should be 2% 
of vessel's ETA and deepest draft, 24 hours before arrival, throug 
Agents or Harbour Office. When ships are expected, pilots keep 
on VHF Channels 16 and 14 from 3 hours before H.W. to H.W. r 

Harbour Office: Tel: 042-34096, (After hours 042-72472). Fat 


35481. 

Pilots: Tel: 042-36339, 042-36200. wt 
Pilots normally board incoming vessels about 1 hour before 
allow berthing at H.W. o 
Outward bound vessels (generally in ballast) can depart from 

2 hours before H.W. 


a 


_ 


| STEVE! 


GES: Dundalk Bay, 1.5 miles South from Gyles Quay. 
depth 8.0 m. : 
: TIONS: Port is tidal draft restricted to predicted height of tide 
330m. The height of tide is strongly influenced by barometric 
nen and wind direction. Tides are cut by winds from a Northerly 


% 


| pene: Max. length 100 m., no restriction on breadth or height. 


ym draft dictated by height of tide, i.e. 0.30 m. less than predicted 
wt tide. If in doubt, local Agents and Harbour Master should be 


S . Dublin Radio: VHF Channels 16, 67 and 83. 
Head Radio: VHF Channels 16, 67, 23 and 85, and M/F 

wa KHZ and 1827 kHz. ; 
“40 Portishead Radio and Anglesey Radio. 

- Dundalk Pilot Station and pilot boat keep watch on Channels 16 
14 only when ship movements are expected. 
uso see “Radio”. 

AR: No port radar service. ; 
165: Pilot boat can assist vessels berthing and swinging. Nearest 
salable tug (500 h.p.) is in Carlingford Lough, 1 hour steaming from 


‘dal 

IHING: Berths consist of 360 m. of quay for handling bulk and 
weal cargoes. Vessels lie aground at low water. 

SsaNES: 5x30 tonne crawler cranes. Larger mobile cranes, up to 
sionnes, available from local contractors. 

uk CARGO FACILITIES: All bulk cargoes are discharged/loaded by 
= Bulk cargoes can be handled on all quays. There is a large coal 
“and grain store on the quays. 

RES: Labour is arranged through Agents. 

‘DICAL: Notice not necessary, but advisable if treatment required. 
si hospital facilities available. 

*ANKERS: Two berths available. 


| SENSITY: 1015. 


@ESH WATER: Available. 
WEL: Marine diesel oil available locally and delivered in bulk by road 


wher 
RE PRECAUTIONS: Ship's watchman to be on duty. 

.ONSULS: See “Dublin” and “Belfast”. 

#EPAIRS: Deck and engine repairs possible. 

‘RY DOCKS: Nearest dry docks at Belfast and Dublin. 

WAVEYORS: Lloyd’s Sub-Agency. Tel: 042-34096. Fax: 042-35481. 
UNGWAY/DECK WATCHMEN: Watchman recommended. 
“TCHES: All hatch opening/closing carried out by crew. 

WSTOMS ALLOWANCES: Tobacco per 8days: Master 
Moigarettes. Officers — 150 cigarettes. Crew — 100 cigarettes. 
Wine and/or spirits, quarter pint per day per man. 

EPATRIATION: May be arranged by ship's Agent. 

RPORT: Nearest airport at Dublin, 70 km. from port. Served by regular 
wvices direct to U.K., Europe, U.S.A. and Canada. 

'WE: GMT plus 1 hour. Reverting to GMT between October and March. 
#LIDAYS: New Year's Day (1st January), St.Patrick’s Day (National 
‘dday) (17th March), Good Friday *, Easter Monday, Spring Bank 
‘day (1st Monday in June), August Bank Holiday (1st Monday in 
‘gust), Last Monday in October, Christmas Eve — half holiday (24th 
pd Christmas Day (25th December), St.Stephen’s Day (26th 
Dwember). 

‘Not a port holiday, but all other offices closed. 

These days can be worked at Sunday rates and conditions. 
MLCE/AMBULANCE/FIRE: Police, 042-35577. Ambulance, 042- 
#01. Fire, 042-34666. Dial 999 on public telephone for all emergency 


vices. 
WERGENCY CO-ORDINATION CENTRE: Marine Rescue Centre, 
Yannon. Tel: 061-471219, 061-471969. 
'REPHONES: Mobile telephones may be hired locally. 
SRVICES: Some special services available locally. Confirm availability 
‘services with ship's Agent. 

TORING: See “Prelims”. 

' Vessels can be stored by truck. 

‘No regulations regarding storing vessels by barge. 

| Trucks can proceed alongside vessels on all berths. 

‘ Forklift can be used in storing vessels. 

: Customs Regulations only apply to bonded stores. 

* Advisable that ship's crew load stores. 

*P SUPPLY SERVICE: Work boat available from Dundalk Harbour 
missioners (Tel: 042-34096). 

“ORE LEAVE: No port restriction on crew’s shore leave. 

URBAGE DISPOSAL: Bin provided on quays for ship's use. 

‘STE OIL DISPOSAL: Contact Allied Oils. Tel: 042-34582. 

LOPMENTS: It is hoped that an additional 200 m. of quay will be 


‘ed. 
\THORITY: Dundalk Harbour Commissioners, Quay Street, Dundalk, 
— Tel: 042-34096. FAX: 042-35481. Contact: Ms.M.Convery, Chief 
“ative Officer. Captain P.J.Hughes, Harbour Master. 


WNMORE EAST: 52.09 N. 06.59 W. 


SATION: Dunmore East is situated on the West side of the Waterford 
way tS miles from the Port of Waterford. It is a major fishing 
re. 

OAMENTS: Standard ship's papers. 

oT ACHES: Width at entrance 280 ft. 

ipTAGE: See “VHF”. 
Comet used in the harbour. However, Waterford Harbour 
Seog ener operate a pilot station on the high ground East of the 

‘and can be contacted on Channel 16. 
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IRELAND 
BERTHING: 
Length Depth below 
Chart Datum 
(m.) (m.) 
East Pier 146 2.9 
Auction Hall Quay 80 2.9 
West Wharf 155 2.9 


CRANES: Mobile cranes can be hired locally. 

MEDICAL: Hospital and dental facilities available. 

DENSITY: 1025. 

oe WATER: Fresh water available at East Pier and Auction Hall 
juay. 

FUEL: Piped diesel available on East Pier. 

DRY DOCK: Syncrolift (30 m. x 10.7 m. S.W.L. 230 tonnes). 

AIRPORT: Waterford Airport, 13 km. 

TIME: GMT. GMT plus 1 hour from last Sunday in March to fourth 

Sunday in October. 

HOLIDAYS: New Year's Day, St. Patrick’s Day, Good Friday, Easter 

Monday, first Monday in June, first Monday in August, last Monday in 

October, Christmas Day, St. Stephen's Day. 

ry mime teh ly Police 83112/74888; Ambulance 73321; 
ire 83196. 

EMERGENCY CO-ORDINATION CENTRE: Telephone 999. 

ata Ships stores available. Trucks proceed alongside at the 
rth. 

GARBAGE DISPOSAL: Two skips are provided free of charge to port 

users. 

WASTE OIL DISPOSAL: No facilities. 

SEAMAN’S CLUBS: No seamen's clubs. Usual local facilities. 

CURRENCY: Irish Pound — Punt (IR£). 

AUTHORITY: Department of Marine, Leeson Lane, Dublin 2, Ireland. 

Tel: (01) 785444. Telex: MRNE 91798. Cables: Marine. FAX: 01-618214. 

Contact: Lt. Cmdr. J.J. Grannell, Harbour Master. Te/: (051) 83166. 


FENIT: 52.17 N. 09.53 W. 


PORT LIMITS: All waters East of a line from Kerry Head to the 
Wesiernmost point of the Magharee Islands. 
DOCUMENTS: See “Dublin”. 
PILOTAGE: Pilotage is not compulsory, but is recommended. ETA at 
least 24 hours before Pilot required. VHF to Pilots and Harbour Master 
is available. 
ANCHORAGE: Included in Pilotage duty. The area recommended is 
W.N.W. of Samphire Lighthouse. 
a te : Deep draft vessels berth some 2 hours either side of 
igh tide. 

MAX. SIZE: Vessels of 400 ft. have no difficulty in berthing. Maximum 
draft 20 ft. to be afloat. 
HEALTH: Pratique procedure as in other Irish Ports. 
RADIO: Valentia Radio Station will accept and forward W/T messages. 
VHF: Harbour Master and Pilots listen on Channel 16 and switch to 
Channel 12 for passing messages. 
RADAR: No service available. 
TUGS: Not necessary. 
BERTHING: 328 ft. of berthing space. 
CRANES: There is one crane on the pier of 15 tons capacity. Extra 
cranes may be hired. 
STEVEDORES: There are 4 stevedores for the Port: 

R. McCowens & Son, Edward St., Tralee — 066-21033 

|. T. |. Ltd., Dock Rd., Limerick — 061-313088 

Argosea Services Ltd., Foynes. 
MEDICAL: Regional Hospital in Tralee (8 miles). 
TANKERS: Not to exceed max. draft 18 ft. 
FRESH WATER: Supplied from hydrants on quay side at 20 t.p.h. Cost 
£1.25 per ton. 
FUEL: Bunkers available from oil terminal on the pier. 

Contact: Kerry Petroleum Clash, Tralee. Tel: 066-21155. 
REPAIRS: May be arranged on a limited scale. 
AIRPORT: Local airport at Farranfore (15 miles) and International 
Airports at Shannon and Cork (80 miles) 
GARBAGE DISPOSAL: Collected every Wednesday by local authority 
at a cost of IR£0.50 per black plastic garbage bag. Contact Tel: 066- 
2111. 
WASTE OIL DISPOSAL: Available by private arrangement. 
SEAMAN’S CLUBS: None. 
CURRENCY: Irish Pound — Punt (IR£). 
AUTHORITY: Tralee & Fenit Pier & Harbour Commissioners, The 
Harbour Office, the Pier, Fenit, Tralee, Co. Kerry. Tel: 066-36103. 
Contact: Lt. Commander J. Barrett, Harbour Master or Kathleen Lawlor, 
Secretary. 


GALWAY: 53.16 N. 09.03 W. 


DOCUMENTS: 

1 Crew List (official form). 

1 Passenger List (official form). 

1 List of Articles (dutiable) in Possession of Crew (official form). 

1 Stores List (to include bonded surplus stores for seal, firearms, 
ammunition, animals, radio transmitting and receiving sets) 
(unofficial form). 

Maritime Declaration of Health (official form). 

Documents, etc., required by Agent for Customs Purposes: 

Ship’s Register. 

Tonnage Certificate. 

Load Line and Safety Certificates (Radio Safety Certificate, etc.). 

Receipt for previous payments of light dues if any. 


(See Plan) 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng 


PILOTAGE: Compulsory. Pilots board incoming vessels only at “tide 
times” (approx. 2.5 hours before HW until HW); vessels arriving at times 
outside this period should anchor and await Pilot. Safe anchorages at 
Inner Roadstead or near Margaretta Buoy according to tonnage and 
draft, Pilot will board at either. Application for Pilot should be to Agent 
with notice of ETA. International light and sound signals may be used. 
Pilots. Tel: Galway (091) 61874/623-29. 

ANCHORAGES: During S.W. gales safest anchorage is at Black Head. 
RESTRICTIONS: Entry from 2 hours before HW until HW only. 

MAX. SIZE: Governed by depth on sill of 28 ft. at springs and 24 ft. at 
neaps: width of dock gates, 65 ft. and length of turning area 480 ft. 
HEALTH: Master of ship arriving from foreign port must deliver Maritime 
Declaration of Health in order to obtain Pratique. An oral declaration will 
suffice for ships trading solely between Republic of Ireland and E.E.C. 
Countries. Pratique will be granted or withheld depending on answers 
given to questions put in Health Declaration. 

In event of a suspected disease or fever on board, vessel is detained 
pending arrival of Medical Officers of Health. No unauthorised person 
is allowed to leave ship without authority of Chief Medical Officer. 

Pratique is automatic when vessel arrives from ports in the E.E.C. 
RADIO: ETA cables to Agents, etc., through Valentia Radio if 
approaching from South or Malin Head if from North. Valentia Radio 
and Malin Head Radio, both have telephone link service. 

VHF: Port Office watch Channel 16 from 0900 hrs. — 1700 hrs., Monday 
to Friday and from 2 hours before high water until high water at each 
tide. 

TUGS: One small harbour tug (Damen Pushycat) available. Nearest 
oa are on River Shannon which is 10 hours steaming. 

BERTHING: 


Berth Length 
(m.) 
Mulvoy Quay 209 
Breatnach Quay 176 
Dun Aengus Dock — North 164 


Dun Aengus Dock — South 161 
New Pier 134 

CARGO HANDLING FACILITIES: Grain, coal, bulk fertilisers, etc. are 
all handled by grabs, discharge rates 1,500 t.p.d. per crane. 

4x25 tonne cranes for grab discharge. 
STEVEDORES: Agents arrange after receipt of ETA. 
MEDICAL: No special port medical requirements. Ships medical 
requirements should be included in ETA signai. 
TANKERS: 2 berths. No special requirements. Fire/Safety Warden in 
attendance at tanker berth when tanker in port. 
DENSITY: 1012 (average). 
FRESH WATER: Available by hose in unlimited quantities. Rate up to 
50 t.p.h. 
FUEL: All grades available. 
CONSULS: T. McDonogh & Sons Ltd., Merchant's Road, Consul for 
France and Belgium. 

Royal Norwegian Consulate, Victoria House, Eyre Square, Galway. 
Tel: (091) 67391. Fax: (091) 67394. 
REPAIRS: Deck and engine repairs carried out afloat. 
DRY DOCKS: No dry dock. 
GANGWAY/DECK WATCHMEN: Open quays —-— _ watchmen 
recommended. Fire/Safety Warden in attendance at tanker berth when 
tanker in port. 
OPENING/CLOSING HATCHES: Normally carried out by crew. 
CUSTOMS ALLOWANCES: Master: 2 litres spirits, 4 litres wine and 
200 cigarettes or 8 oz. tobacco. 

Officers and crew: 1 litre spirits, 4 litres wine and 200 cigarettes or 
8 oz. tobacco. 
REPATRIATION: Crew changes and repatriation can be effected. 
AIRPORT: Galway (5 miles), Dublin (140 miles) and Shannon (55 miles). 
Airports served by regular flights. 
TIME: GMT plus 1 hour. Reverting to GMT from October to March. 
HOLIDAYS: Christmas Day; St. Stephen's Day (26th December); 
St. Patrick's Day (17 March); Easter Monday; Whit Monday; First 
Monday in August. 
POLICE/AMBULANCE/FIRE: Police Tel: 63161. Ambulance Tel: 64222. 
Fire Tel: 65555/68984. 
TELEPHONES: No arrangements exist for placing telephones on board. 
SERVICES: Compass adjusters available in Dublin. 24 hours notice to 


Agent. 
SHIP SUPPLY SERVICE: Arranged by ships Agents: City of Galway 
Shipping Co. Ltd. 

The occasional call for landing sick/injured seamen could be effected 
by the Lifeboat Service (R.N.L.I.) or on occasion by the Harbour 
Authorities’ Pilot Launch. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not needed. 

GARBAGE DISPOSAL: Skips provided but these are normally locked. 
Keys are available from Harbour Office, Safety Wardens Office and 
ship's agent. aie for commercial vessels IR£15. 

WASTE OIL DISPOSAL: Facilities for pleasure and fishing craft 
provided on quay. Large quantities collected by road tanker through 
ship's agent. 

SEAMAN’S CLUBS: None. 

CURRENCY: Irish Pound — Punt (IR£). 

DELAYS: Apart from tidal, none. 

AUTHORITY: Galway Harbour Commissioners, 49 Dock Street, 
Galway. Tel: 091-61874, 62329. FAX: (091) 63738. Contact: Captain 
F.W.Sheridan, Harbour Master & Pilotage Superintendent (Home Tel: 
091-63920). 
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HOWTH: 53.23 N. 06.04 W. 


PORT LIMITS: Seaward port limits extend to 457 m. beyong 
breakwater pierheads. 
DOCUMENTS: Standard ships papers. 

MAX. SIZE: Max. LOA 38 m. Larger vessels may be allowey 
consultation with Harbour Master. ' 
VHF: Harbour Office operates on Channels 16 and 9. 
BERTHING: 


Length Depth below 

Chart Datum 
(m.) (m.) 
West Pier 240 3.9 
Auction Hall/ice Berths 85 3.9 
South West Pier 120 3.9 
Middle Pier 180 4.0 


CRANES: Mobile cranes can be hired locally. 

MEDICAL: Hospital and dental facilities available. 

DENSITY: 1025. 

FRESH WATER: Fresh water available at most berths. 

FUEL: Fuel delivered by road tanker. 

REPAIRS: All types of repairs possible locally. 

DRY DOCK: Syncrolift (6 m. x 12.5 m., S.W.L. 570 tonnes). 
AIRPORT: Dublin Airport, 14 km. ; 
TIME: GMT. GMT plus 1 hour from last Sunday in March to § 
Sunday in October. 

HOLIDAYS: New Year's Day, St. Patrick's Day, Good Friday, §; 
Monday, first Monday in June, first Monday in August, last Mong; 
October, Christmas Day, St. Stephen's Day. 
POLICE/AMBULANCE/FIRE: Police 322806/322003; Ambulan 
Fire 481704/999. 

EMERGENCY CO-ORDINATION CENTRE: Telephone 999. 
STORING: Ship's stores available. Trucks proceed alongside a 


berth. 
GARBAGE DISPOSAL: A skip is kept in repair yard for general; 

Larger skips can be readily hired. 

Foreign garbage/waste can be landed by special arrangement 
WASTE OIL DISPOSAL: Atlas Oil can supply 40 gallon and 54 
drums for used lube oil. Collections frequently made. 
SEAMAN’S CLUBS: See “Dublin”. 

AUTHORITY: Department of Marine, 2 Leeson Lane, Dublin 2, Ir 
Tel: 01-6785444. FAX: 01-6618214. 

Captain John Burrows, Harbour Master and Port Manager, Wes! 

Howth. Tel: 01-322252. FAX: 01-326948. 


KILLYBEGS: 54.38 N. 08.26 W. (See P 


PORT LIMITS: A line joining Drumanoo Head and Pound Point 
DOCUMENTS: See “Dublin”. 

PILOTAGE: No permanent Pilot but one can be acquired on req 
ANCHORAGE: Very safe anchorage. 

RADIO: Malin Head Station. 

VHF: Link calls through Malin Head VHF Channel 16. 
BERTHING: Large fishing fleet has to be accommodated. 
MEDICAL: Necessary to send advance warning re illness or injuy 
Crew member. 

FRESH WATER: Available. 

FUEL: Fuel oil available. 

SHORE LEAVE: Crew members allowed ashore. 
IDENTIFICATION CARDS: Not needed. 

GARBAGE DISPOSAL: Not available. 

WASTE OIL DISPOSAL: By arrangement. 

SEAMAN’S CLUBS: Usual local facilities. 

CURRENCY: Irish Pound — Punt (IR£). 

DEVELOPMENTS: Work is nearing completion on provision of sy 
and boat repair bays. 

AUTHORITY: Department of The Marine. Leeson Lane, Dui 
Tel: (01) 785444. Telex: 91798. FAX: (01) 618 
Contact: Captain P.J. Hodgman, Harbour Master (Tel: (073) # 
Fax: (073) 31840). 


KINSALE: 51.42 N. 08.31 W. 


PORT LIMITS: Straight line drawn due West of Hangmars’ 
(“Arrived Ship Line"). See BA. Chart No. 2053. 
DOCUMENTS: See “Dublin”. ' 
PILOTAGE: 24 hours notice of ETA required. Pilot operates ® 
Channels 16 and 14. Pilot boards at Bulman Buoy (WP). Pikt # 
tel: 021-772300 and 774233 and 772256. 
ANCHORAGE: 4 cables South of Bulman Buoy or off Lower ™ 
line with Charles Fort. Depth 6.7 m. LW. g 
RESTRICTIONS: Berthing at HW only. Bar, depth 3 m., 2 10! 
South of Charles Fort. All vessels lie aground at LW. Tides 14 
Also see “Berthing”. 
MAX. SIZE: Vessels up to 80 m. LOA, draft 5.0 m. and 2,500%, 
VHF: Vessels approaching the port call pilot station on C 
then switch to Channel 14. Call sign “Kinsale Harbour Radio 


al 


: Berthing at HW on Southern side of Pier Head (Customs 
gT#NG: 1-5 m. Depth MHWST 6.10 m., MLWNT 2.74 m. Alll vessels 
- at LW. The North side of the pier is a marina. 

. Mobile grab cranes of 25 tons — 35 tons capacity available. 
somes Working hours 0800 — 2000 hrs., Monday to Friday. 

Henry Good Ltd., Kinsale. Tel: 021 -772300, after hours 021- 
72855. Telex: 28491. Fax: 021-772548. 
gst WATER: Available ex-hydrant on berth. 

- Cork Airport 14 miles (19 km.). 

GMT; Summertime GMT plus 1 hour (March to October). 
‘ust DISPOSAL: Arranged on request. 
4sTE OIL DISPOSAL: Contact Atlas Waste Oil, Marina, Commercial 


wc CLUBS: None. 
SRRENCY: irish Pound — Punt (IR£). U.S.$ 1.00 = IR£0.69 (17/2/94). 
Kinsale Harbour Commissioners, The Pier, Kinsale, 
» Cork Tel: 021-772503. Telex: 28491. FAX: 021-772548. 
“wact’ €. Hurley, Harbour Master. 


| 
“\MERICK: 52.40 N. 08.38 W. (See Plan) 


grt LIMITS: The Port of Limerick extends from Sarsfields Bridge in 
neick City to a line joining Loop Head and Kerry Head. it includes 
nenck City Dock and Quays, Dernish Island Jetty (Shannon Airport), 
ersh Dene Terminal, Foynes Island Jetty, Tarbert Island Jetty 
ney Point Jetty but not Foynes Harbour and Cappa Pier Kilrush. 
ng to custom and practice, smaller vessels “arrive” as they 

285 2 sally Island Lighthouse and larger vessels at the outer 


| “secord 

| 

sOCUM ENTS: 

f£C Arrival Form for tankers over 1,600 tons gross (to be presented 
fo boarding Pilot). 

2Crew Lists. 

2 Passenger Lists. 

iCustom's Manifest (Tobacco List). 

deck Cargo Declaration. 

Health Declaration. 

| Ship's Register (Tonnage Certificate). 

Saiety Equipment Certificate. 

Saiety Radio Certificate. 

\oad Line Certificate. 

Receipt for last previous Trinity House Light Dues payment (if any). 
Derat Certificate. 

ALOTAGE: Compulsory from Scattery Island (52.35 N., 09.31 W.) to 

atick for all vessels and from Kilcredaun for vessels in excess of 
i nt. Large vessels with drafts of 13.0 m. and over are advised 
tembark their Pilots West of Kilcloher. ETA for Pilots passed in advance 
Agents. Masters may call Pilots (Scattery Pilot Station - Channel 16 

i) ETA to be sent 24 hours in advance and amended as necessary. 

‘ols watch only when vessels are expected inwards or outwards. 
NHORAGES: Coastal vessels normally wait tide to Limerick at 
Satery Roads; Beighcastle Anchorage depth over 18.0 m. (52.40 N., 
457 W.) about 18 miles downstream off Limerick is nearest deep-water 
sorage; now disused as lightening place for bulk grain cargoes. 
4yer vessels (over 10,000 d.w.t.) anchor 2.5 to 3.0 miles West of 
‘atery Lighthouse in depths from 12.0 m. — 25.0 m. 

‘STRICTIONS: Entrance to Limerick Dock is limited to 2 hours 
no HW; vessels over 3,500 d.w.t. normally berth on daylight tides 

| 

| 


Uk size: Dependent on tide. Up to 6.1 m. draft on Spring tides (neap 
“sabout 5.0 m.) Vessels of 155m. x 20 m. beam have berthed at 
Teck Dock on suitable draft. Such vessels are subject to weather 


Rays, 

4ALTH: If no infectious diseases on board, Pratique granted by 
‘soms Preventive Officer on arrival on presentation of Health 
‘earation of Master. Landing of dogs and cats from outside British 
% Strictly forbidden. 

: Irish Stations; Valentia Radio VHF or R/T (link-calls available) 
"alin Head Radio, or any U.K. Radio Station. Agents have special 
szgements with Valentia Radio and Malin Head Radio, cables passed 

ine telex to Agent's office. 

iif: Masters can call Scattery Pilot Station on Channel 16, or Limerick 
“our Radio — same, working on Channels 12 and 13. 

2x37 ton B.P., 2x27 ton B.P., 1x22 ton B.P. and 1x14 ton B.P. 
pot ING: In Limerick Dock there are 10 berths of which only 1 (Shell 

|S reserved exclusively for tankers. The cement berth is also used 
weners when required. Drafts on all berths approx. tidal gauge plus 


“usennanoune FACILITIES: A 32 ton gantry container crane 


DORES: At Limerick City Docks the sole stevedores are Limerick 
2% Handling Ltd. (as a result of rationalisation scheme). ETA per 
before 1600 hrs. each day Monday to Thursday for labour next 
ler to state number of gangs/workable hatches. Crew open and 
Pr hes. Normal work 0800/1700 hrs. but overtime can be worked 
veh day, Saturday and Sunday included. Requisition for labour 
on nd work and 0800 hrs. Mondays by 1600 hrs. Friday. 
ge rates: Bulk cargoes 1,000 tons per day. 
D.B.B. 60 standards per day. 
Se Packaged timber 150 stand. per gang day. 
ed cargoes (palletised in hold) 400 tons per gang day. 
als 130 tons per gang day. 
wengigees by crane discharge. 
All medical facilities available at short notice. 
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TANKERS: Two tanker berths. The Shell Berth on the South side (No. 2 
on plan) and the Texaco Berth on the North side (No. 1 on plan). All 
reces of petroleum handled. 

ENSITY: 1000 in Limerick Dock, except in certain late Summer 
conditions. 

FRESH WATER: Available at all berths in Limerick ex-hydrant. Average 
rate 7.5 t.p.h. 

FUEL: All grades available in reasonable quantities per road truck on 
24 hours notice. (Non-bunker port prices). 
CONSULS: Belgium, Denmark, Finland, 
Netherlands, Spain, Sweden. 

REPAIRS: Limited facilities. Dry dock available in emergencies only for 
vessels up to 40 ft. beam and not exceeding 15 ft. draft. 
SURVEYORS: Nearest Marine Surveyor is Captain E. Hayes. 
Tel: Limerick (061) 43606 (office) and 62502 (home). Telex: 28224. 
Fax: 061-40262. 

Also Caleb Brett, Belfast; Cargo Superintendents, Dublin; P.B. 
Harrison, Dublin; Casebourne & Turner, Dublin. 

Lloyd's Register Offices are at Rushbrook, Cork, Tel: 021 — 811831. 
A.B. and B.V. are represented by P. B. Harrison (Dublin) Tel: 01 — 
895878. 

Salvage Association are represented by Mullock & Sons (Limerick 
Foynes) Lloyd's Agents, Tel: 061 — 54044, Telex: 26911. 
WATCHMEN: Watchmen from crew, or if none available shore 
watchmen available. 

HATCHES: Opening and closing of hatches, setting up derricks, shifting 
of hatches, beams, patent hatches, etc., all to be done by ship's crew 
with no assistance from shore rv 

CUSTOMS ALLOWANCES: (Tobacco per 8 days). Master 200 
cigarettes; Officers 150 cigarettes; Crew 100 cigarettes. Wine/Spirits: 
pret pint per man per day. 

EPATRIATION: No difficulies. Shannon International Airport 15 miles 
from Limerick. Daily flights world-wide destinations. 

TIME: As U.K. GMT or GMT plus 1 hour (Summer Time). 
HOLIDAYS: (For dock working), New Year's Day (1st January); 
St. Patrick's Day (17th March); Easter Monday; First Monday in June; 
First Monday in August; half-day 24th December; 25th December and 
26th December (Christmas Day and St. Stephen's Day). 
POLICE/AMBULANCE/FIRE: Dial 999 for all emergency services. 
EMERGENCY CO-ORDINATION CENTRE: Marine Rescue Co- 
ordination Centre, Shannon Airport Tel: 061 — 61969 also 061 — 61219, 
Telex: 26262. (Oil pollution co-ordination and fire on ships co-ordination 
is through Harbour Master, Limerick). 

BANKS: Bank of Ireland (Limerick) Telex: 26840 with overseas 
agencies and branches throughout area. 

Allied Irish Bank (Limerick) Telex: 26864 with overseas agencies and 

branches throughout area. 
STORING: Alongside from trucks. No restriction on fork lifts or riggers. 
In the case of Petroleum vessels with Class | or Class || cargoes, storing 
is not allowed during cargo working or ballasting, except where small 
items are hand carried onboard from vehicles parked at least 30 m. from 
ship. 

Storing at Dernish Oil Jetty restricted to very light vehicles when cargo 
work permits. 

SHORE LEAVE: No restrictions. 

GARBAGE DISPOSAL: Harbour Authority provide skips at Limerick 
Dock. On estuary berths, ship's agent must arrange on a time and 
material cost basis. 

WASTE OIL DISPOSAL: Available by road tanker (max. 26,000 Itr. 
capacity) through Atlas Waste Oil, Tel: 0502-22411 or Fax: 0502-20691. 
SEAMAN’S CLUBS: None. 

CURRENCY: Irish Pound. 

AUTHORITY: Limerick Harbour Commissioners, Harbour Office, 3 Pery 
Square, Limerick. Te/: +353 (0) 61 315377. FAX: +353 061 314857. 
Contact: Captain A. Coghlan, Harbour Master. 


France, Germany, 


NEW ROSS: 52.23 N. 06.56 W. (See Plan) 


PORT LIMITS: Drumdowney Point to Kilmokey adjacent Barrow Bridge 
Lat. 52° 21.4’ N., Long. 7° 00’ W. The vessel is considered to be an 
arrived ship at the time of first HW after arrival off Cheek Point Pilot 
Station. 

DOCUMENTS: 

2 Cargo Manifests. 

1 Bill of Lading. 

1 Crew List. 

1 Ship's Stores List. 

1 Passenger List. 

1 Clearance. 

Register. 

Light Dues Certificate. 

Derat Certificate. 

PILOTAGE: For Estuary Pilot (See “Waterford”’). 

New Ross Pilots ordered via Agent. Pilotage messages received and 
transmitted by Cheek Point Radio VHF Channels 16 and 14. Early ETA 
advisable. Pilotage compulsory. New Ross Pilots and Ross Station on 
VHF Channel 14. 

ANCHORAGE: To Pilot's advice. 
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RESTRICTIONS: Max. draft 19 ft. at Neap tides, 22 ft. at Spri 
max. length 360 ft. (may be increased under certain co 
max. beam 60 ft. 

Navigation of the River Barrow for max. size vessels usually restricted 
to 2 hours before, to 2 hours after HW. 
HEALTH: Declaration on arrival, international signals for Pratique. 
RADIO: Mine Head, Rosslare, Land’s End or Ilfracombe Radio Station. 
TUGS: Available on request. 
BERTHING: 2,000 ft. new jetty, depth 25 ft. below LW Spring tide. 

Roll-on/Roll-off facilities available. 
CONTAINER FACILITIES: 45 ton crane. Five acre storage space. 
STEVEDORES: 24 hours notice required. 

Staffords, New Ross. Tel: (051) 21400. Telex: 80711. 

Stokestown Port Services. Tel: (051) 22322. Telex: 80566. Fax: (051) 
22355. 


tides, 
itions), 


Bulk discharge rate: 200 t.p.h. 
Bag rate 100 t.p.h. 
Liquid discharge 300 t.p.h. 


MEDICAL: Services available locally. 

TANKERS: 2 oil jetties used by Campus Oil, Esso and Texaco. 
DENSITY: 1000. 

FRESH WATER: Available at all berths. 

FUEL: Obtainable by road tankers. 

REPAIRS: Repairs afloat possible. 

WATCHMAN: Available if required. 

HATCHES: Ship's crew normally open and close hatches; shore-crane 
may assist. 

CUSTOMS ALLOWANCES: Members of a crew who remain on a vessel 
during stay in port, are allowed to retain under certain conditions the 
following quantities of the undermentioned goods: 

Tobacco (in any form): Master 8 oz., cigarettes 200; Officers: tobacco 
6 0z., cigarettes 150; Crew members: tobacco 4 o2z., cigarettes 100. 

Spirits (in any form) to cover 4 days 1 pint (1 bottle each). Wine of 
any strength allowed in place of spirits at rate of 1 pint wine to half pint 
spirits. In addition, an allowance of 1 quart of beer or 1 pint of wine 30 
proof per man per day. Members of crew whatever rank finally leaving 
vessel allowed to take ashore free of duty for their own personal 
consumption, following quantities of undermentioned goods, when they 
form whole of their unconsumed stores: 

(a) \f from ports in Great Britain, Northern Ireland, or the Isle of Man, 
or continental ports between the Elbe and Brest (except vessels crossing 
at regular and frequent intervals): tobacco in any form 4 oz.; spirits 
(ordinary drinkable) quarter pint; spirits (cordials or perfumed) quarter 
pint. 

(b) \f from any other port, double the quantities specified at (a). 

(c) Irrespective of the port from which arriving. 

REPATRIATION: Facilities exist. 
AIRPORT: Dublin 95 miles; Cork 90 miles; Waterford 16 miles. 


TIME: GMT plus 1 hour. Reverting to GMT between October and March. 


HOLIDAYS: St. Patrick’s Day (17th March); Easter Monday; Whit 
ota hee Monday in August); 25th and 26th December. 
POLICE/AMBULANCE/FIRE: Telephone 999. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not required. 

GARBAGE DISPOSAL: A skip will be available in the near future. 
WASTE OIL DISPOSAL: Contact Agent or Harbour Office for collection 
by private company. 

SEAMAN’S CLUBS: None. 

CURRENCY: Irish Pound (Punt). 

GENERAL: Chart: No. 2046 and 2049. 

AUTHORITY: New Ross Harbour Commissioners, The Quay, 
New Ross, Co. Wexford, Ireland. Te/: (051) 21303. Telex: 80711. 
FAX: (051) 21294. Contact: L.J.Foley, Harbour Master. 


RATHMULLEN: 55.05 N. 07.31 W. 


DOCUMENTS: Papers supplied by Agent in Rathmullen or by Customs. 
PILOTAGE: Pilot obtained through Agent in Rathmullen 24 hours notice 
of ETA required. 

ANCHORAGE: Anywhere in Lough. 

MAX. SIZE: Any size of vessel can anchor. Max. draft for berthing, 30 ft. 
HEALTH: See “Dublin”. 

RADIO: Malin Head. 

TUGS: None required. 

BERTHING: No specific requirements. 

CRANES: Mobile cranes available. 24 hours notice required. 
STEVEDORES: 24 hours ETA required. 

MEDICAL: Assistance can be arranged at short notice. Hospital facilities 
are available at Letterkenny. 

FRESH WATER: Available on berth. 

FUEL: Different grades available at short notice. 

CONSULS: None at port. 

REPAIRS: Only small repair jobs carried out. 

GANGWAY/DECK WATCHMEN: Recommended 
OPENING/CLOSING HATCHES: Normally carried out by crew. 
CUSTOMS ALLOWANCES: Tobacco, Wine: See “Dublin”. 
REPATRIATION: Facilities exist. 

AIRPORT: 80 miles away, serviced by regular flights. 

TIME: GMT plus 1 hour. Reverting to GMT in Winter months. 
HOLIDAYS: Work can be hgh be on all church and bank holidays. 
POLICE/AMBULANCE/FIRE: Police, Rathmullen 074-58113; Fire, 
Letterkenny 074-21676; Ambulance, Letterkenny 074-25888. 
TELEPHONES: No arrangement for placing telephones aboard. 
SERVICES: No special services. 
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IDENTIFICATION CARDS: Not needed. 
GARBAGE DISPOSAL: No service available. 
WASTE OIL DISPOSAL: No service available. 
SEAMAN'‘S CLUBS: None. 
AUTHORITY: Harbour Master — Rathmullen. Tel: 074-58177. Con 
C. Lynch, Harbour Master. 

Donegal County Council, County House, Lifford, Co. Donega| ie 
Tel: (074) 41066. Telex: 42124. FAX: 41205. Contact: T. O'Reilly & 
Secretary. : 


ROSSLARE: 52.16 N. 06.20 W. (See p 


PORT LIMITS: The limit lines start from a point on shore 4,000 5 
of viaduct and extend due North for a distance of 6,000 ft. and the, 
West for a distance of 7,000 ft., thence due South for ad 
3,430 ft., terminating on shore at a point 3,650 ft. West of oy 
viaduct. 
DOCUMENTS: 

Customs Documents. 

Ships Manifests. 


Crew List. 
PILOTAGE: Not compulsory. 
ANCHORAGES: 
Prohibited Anchorage: 304° — 4.5 cables from Lighthouse 
Thence 214°-20 ” v : 
124° -4.5 7 
034°-2.0 ” % ss 


No anchorage inside breakwater. Sheltered from Southerly roy 
North Westerly winds. 
Dangers: Shoals with depths of less than 18 ft. extend about 4¢ 
E.S.E. from head of breakwater. Shoal 18 ft., Southern end of; 
lies about 0.75 cables Northward of end of breakwater. Souther 
of an extensive stony flat, having depths of 13 ft. to 18 ft. lies, 
3.5 cables further to N.W. Between these shoals lies several out 
of 18 ft—19 ft. 
MAX. SIZE: Harbour dredged to depth 6 m. LWOST. 

Ro/Ro Berth No. 2: Length overall 152 m. Ro/Ro Berth No. 3: 
overall 171 m. Max. beam 22.86 m. 
HEALTH: If no infectious diseases on board, Pratique given by cu 
on arrival. If from a port within E.E.C. this may be given ve 
otherwise required in writing. 
RADIO: lifracombe, Lands End Radio and Celtic Radio stations. 
VHF: Call sign “Rosslare Harbour Radio” Channel 16. Channels ' 
and 6 for further communication when within radio range. 
RADAR: Not available. 
TUGS: None available. 
BERTHING: Berth No. 2 and 3 adjustable. Ro/Ro ramp SWL 50 to 
Also see “General”. 
CRANES: None. Roll-on/Roll-off only. 
STEVEDORES: Ordered by Agents. ETA necessary. 
MEDICAL: Advance notice required at least one hour. Hospital fa 
12 miles away. 
DENSITY: Average 1025. 
FRESH WATER: Laid on, delivery by hose. Cost £1.00 per 1,000 
or part thereof. Rate 15 t.p.h. — 30 t.p.h. 
FUEL: No facilities. 
CONSULS: None. 
REPAIRS: Rosslare Harbour Ships Repairs. Telephone (053) 3 
Telex: 80675. 
GANGWAY/DECK WATCHMEN: Not compulsory. 
OPENING/CLOSING HATCHES: Crew assisted by stevedores 
CUSTOMS ALLOWANCES: Tobacco: 50 grammes per © 
(40 cigarettes or 10 cigars). Spirits, 0.25 litres per day. Wine, 0. 


per a 
REPATRIATION: No facilities. 
AIRPORTS: Dublin 110 miles. Cork 134 miles. Waterford 51' 
Small private airfield Castlebridge, 18 miles. 
TIME: GMT plus 1 hour. Reverting to GMT in Winter months. 
HOLIDAYS: New Year's Day; St. Patrick's Day (17th March), § 
Monday; June Bank Holiday; August Monday; Christmas Day (25! 
26th December). No work Christmas Days — 25th and 26th Dec 
POLICE/AMBULANCE/FIRE: Police: Rosslare Harbour 3 
Ambulance: County Hospital, Wexford 22233; Fire: Fire 89 
Wexford 22618. 
TELEPHONES: Operators to arrange with Department of Post 
Telegraphs. 
SHORE LEAVE: Crew allowed ashore. 
IDENTIFICATION CARDS: Seaman's Book sufficient. 
GENERAL: Leading lights for Berth No. 3 are fixed red, 120! 
over and arc of 90° from 079° to 169° surmounting yellow o# 
shaped daymarks. 
Lighthouse on main pier end, 50 ft. flashing W.R.G. every 55% 
New pier built 1980. Overall length 152 m. Berth No. 1 is 
for future developments. Berth No. 2 in operation, Mardev L™ 
(Ro/Ro). Depth 6 m. LOWST. Light pier end. QK FI. white. Lead! 
occ. white 3 secs. 146°. 
AUTHORITY: Coras lompair Eireann, Heuston Station, Dubin 
Rosslare Harbour, Co. Wrexford, Ireland. Tel: (053) ® 
Telex: 80730. FAX: 053-33206. Contact: Captain G. 
Harbour Master/Port Manager. 
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yaNON ESTUARY: (See Plan) 


4) Foynes Harbour: 52.36 N. 09.06 W. 
2 foynes Island: 52.37 N. 09.07 W. 

~ tarpert Island Oil Terminal: 52.35 N. 09.21 W. 

+ soney Point Generating Station: 52.36 N. 09.25 W. 
= aughinish Island Marine Terminal: 52.38 N. 09.03 W. 
= Demish Island Jetty: 52.41 N. 08.55 W. 


» f0YNES HARBOUR 


MENTS: See “Limerick”. 
_0TAGE: Compulsory from Scattery Island to Foynes Buoys. Pilot 
«be taken off Kilcredane Head about 9 miles farther West as an 
onal extra (usually by vessels over 5,000 d.w.t.). ETA for Pilots 
assed in advance by Agent. Masters may call Pilots (Scattery Pilot 
sen, Channel 16 VHF) or by normal International Code sight or sound 
| “pais. Foynes Harbour Pilot boards at Foynes Buoys. Call Foynes 
| tour Radio VHF Channel 16. 
HORAGE: Vessels waiting to enter Foynes normally anchor 
csnes Roads (West of Foynes Buoys). 
| gSTRICTIONS: No restrictions by day or night on vessels under 6,000 


Wt SIZE: Vessels up to 190m. length and 10.20 m. draft with 
«pction on beam of 27.50 m. Ore eeiwoes of up to 22,000 tons and 
sen cargoes up to 27,000 tonnes have been loaded and tankers up to 
@000 tons have discharged. 

ALTH: See “Limerick”. 

| upl0: See “Limerick”. 

| wf: As for Limerick except for “Limerick Harbour Radio” substitute 
fynes Harbour Radio”. 

6S: 2 x 1,250 h.p. at Foynes Harbour. 


SERTHING: 

Wiest Pier: 10.5 m. LWOST. 106 m. quay with mooring buoys. For 
wkers, crude ore (loading by conveyor system) and other cargoes. See 
Sevedores”’. 
fast Pier: 11.3 m. LWOST. 140 m. quay with mooring buoys ahead 
ed astern. 
nner Berth, East Jetty: 6.5 m. LWOST. Length 155 m. 
fast Jetty Extension: 11.3 m. LWOST. 160 m. of quay. 

Two other berths where vessels up to 2,000 d.w.t. lie safe aground 
| nsoft mud during low water. 

‘RANES: Four 40 ton mobile cranes are available and controlled by 
teharbour, other cranes can be hired from local firms if and when 
sured. A local firm based in Foynes has a fleet of 80 forklifts, and 
§800-Cats which are also available at the Port. 1x15 tonne Nelcon 
role grabbing crane and 1x15 ton Liebherr mobile grabbing crane, 
‘gable of conversion for general cargo also available. 

SEVEDORES: ETA to Agent before 1600 hrs. Monday/Thursday for 
our next day 0800 hrs., before 1600 hrs. Friday for labour Saturday 
70800 hrs. Monday. For cargoes other than bulk ore or concentrates 
‘wk Masters should state number of gangs/workable hatches. 

Oude Ore: West Pier Conveyor: 500 t.p.h. loaded normally on 
minuous basis, day and night, commencing on berthing (16,000 tons 
‘8 running hours). 

Packaged D.B.B.: 120 stds. per gang day (pre-siung). 

Packaged D.B.B.: 70 stds. per gang day (shore slings). 
uk Fertilisers: 1,000 tons per day (mobile grab crane). 
ag Fertilisers: 400 tons per gang day (shore mobile cranes). 

Sagged Barytes, bagged cement and other bagged commodity: 
‘Otons per gang day (ship's gear/mobile crane). 
lyage Facilities: 15 acres of open landing ground and 45,000 sq.ft. of 
‘Need storage. 

‘*ghbridge: There are 6 modern weighbridges (max. 60 tonnes) 
‘led throughout the Harbour Lands, and further weighing facilities 
"ide installed as required. 

EDICAL: Emergency facilities available at short notice locally. Full 
feral hospital facilities at Limerick, 25 miles distant. 

h. ERS: New berth for handling bulk liquid cargoes located close 

“of East Jetty. Vessels up to 10,000 d.w.t. or 400 ft. LOA can berth. 

ITY: Variable on season and tidal conditions between 1008/1020. 
WATER: Available at all berths. Industrial water also available. 
Bs : Available East Pier from adjacent installation. 
uns: Limerick facilities — no dry dock. 
UT MEN: Normally crew watchmen. 
tees: See “Limerick”. 
OMS ALLOWANCES: See “Limerick”. 
ATRIATION: No difficulties — Shannon Airport 34 miles. 
2 “Limerick”. 


XUDAYS: See “Limerick”. 
SORE 


AMBULANCE/FIRE: Dial 999. 
| Mpg EAVE: No restrictions. 
| ta, SUPPLY SERVICE: Contact: Ocean Inchape (Ireland) Limited, 
_ “Side, Foynes, Co. Limerick. 
‘ore Supply Services, Aras Ide, Foynes, Co. Limerick. 
Tugs Limited, Yacht Club Building, Cobh, Co. Cork. 
"S. James Scott & Co. (Shannon) Limited, Hartstonge House, 
tuRpa ce Street, Limerick. 
E DISPOSAL: Skips available on quays and jetties. 
~—_ OIL DISPOSAL: Atlas Oil will supply necessary equipment on 


ams CLUBS: None. 
umn: Irish Pound (Punt). 
: Foynes Harbour Trustees, Harbour Office, The Docks, 
hy. (069) Limerick, Ireland. Te/: Foynes (069) 65111, 65380, 65473. 
n Aisi 65142, 65552. Contact: J.F.O’Malley, Secretary. Captain 
nN, Harbour Master. Tel: (069) 65381, 65244. Fax: (069) 65552. 
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(B) FOYNES ISLAND 


LOCATION: Cement Limited Oil Jetty is located on N.W. side of island, 

which is not connected to mainland. Buoyed moorings for tankers up to 

60,000 tons (length 950 ft.). Vessels lie alongside breasting dolphins off 

pipe trestle in 50 ft. min. LWOST. (Berth currently unused due to change 

over to coal by Cement Ltd. in 1992). 

DOCUMENTS: See “Limerick”. 

PILOTAGE: Compulsory from Scattery Island to Foynes Island for all 

vessels but for vessels over 3,000 n.r.t. it is compulsory from Kilcredaun 

(otherwise as Limerick). Harbour Master advises vessels over 13.0 m. 

draft to embark Pilot West of Kilclogher. 

ANCHORAGES: Vessels normally wait in Outer Anchorage 2.5 miles — 

3.0 miles West of Scattery or at anchor in Cahircon Anchorage N.E. of 

Foynes Island Jetty waiting daylight early flood tide for berthing. 

RESTRICTIONS: None for vessels up to 60,000 d.w.t. subject daylight 

movements berthing flood tide and departures during flood tide. 
Mooring lines required: at least 4x 120 fathoms and 6x90 fathoms 

polypropylene or similar. 

MAX. SIZE: Min. depth alongside 50 ft. 

HEALTH: 

RADIO: 

VHF: 

TUGS: Tugs available. One tug only is usual at this berth. 

MEDICAL: No facilities on island. See “Foynes” and “Limerick”. 

TANKERS: Flexible hoses 28 in. passed by derrick from pipe trestle 

to ship. Connections — PCD 11.75 in., 8 holes. 

DENSITY: 1013 (average). 

FRESH WATER: None available. 

FUEL: None available. 

REPAIRS: None except via Foynes or Limerick. 

SURVEYORS: See “Limerick”. 

CUSTOMS ALLOWANCES: See “Limerick”. 

REPATRIATION: See “Limerick”. 

TIME: See “Limerick”. 

HOLIDAYS: As Limerick. Vessels normally discharge without regard to 

holidays. 

EMERGENCY CO-ORDINATION CENTRE: See “Limerick”. 

TELEPHONES: Shore telephone placed on board for ship's use with 

cargo hoses. Tel.: 069-65226. 

BANKS: See “Limerick”. 

STORING: Island location. All stores must be conveyed by launch. 

SHORE LEAVE: Restricted to daylight hours as launch service only 

then available. No access to mainland except by launch. 

GARBAGE DISPOSAL: By workboat by arrangement with Agent. 

AUTHORITY: Limerick Harbour Commissioners. (See “Limerick’’). 


“See Limerick” 


(C) TARBERT ISLAND OIL TERMINAL 


LOCATION: Electricity Supply Board power station and Jetty located 
on N.W. shore of Tarbert Island (with road access from the mainland) 
52.35 N., 09.21 W. Berth 48 ft. draft LWOST, overall length including 
outer mooring dolphins 1,050 ft. with berthing face of 300 ft. 
DOCUMENTS: See “Limerick”. 

PILOTAGE: Compulsory from Scattery Island to Tarbert for all vessels 
but for vessels over 3,000 n.r.t. it is compulsory from Kilcredaun 
(otherwise as Limerick). Harbour Master advises vessels over 13.0 m. 
draft to embark Pilot West of Kilclogher (See “Limerick”). 
ANCHORAGES: Vessels normally wait 2.5 miles West of Scattery for 
daylight flood tide for berthing. 

RESTRICTIONS: None for vessels up to 50,000 d.w.t. on suitable draft, 
berthing daylight flood tide, departure on flood tide in daylight or 
darkness (subject good weather). Vessels in excess of 50,000 d.w.t. 
may be required to keep a tug on standby throughout stay. 

MAX. SIZE: The berth has 48 ft. alongside at low water. 

HEALTH: 
RADIO: 
VHF: 
TUGS: Available. One tug usually used at this berth. 

MEDICAL: No facilities. Nearest doctor at Glin, Co. Limerick (6 miles), 
See “Limerick”. 

TANKERS: 2 Marine Arms — 10 in. PCD 14.15/16 in. Outer diam. 16 in., 
inner diam. 11 in. Holes, 12 of 0.75 in. diam. 

DENSITY: 1025, except in very exceptional conditions. 

FRESH WATER: Available. 

FUEL: None available. Jetty head approached from shore by footway 
(4.5 ft. wide x 650 ft. long), therefore no direct access to berth from shore 
for road transport. 

REPAIRS: None locally. Nearest Limerick 40 miles distant or Foynes, 
7 miles distant. Difficulty of access should be noted. 

SURVEYORS: See “Limerick”. 

WATCHMEN: Watchmen from crew. 

CUSTOMS ALLOWANCES: See “Limerick”. 

REPATRIATION: See “Limerick”. 

TIME: See “Limerick”. 

EMERGENCY CO-ORDINATION CENTRE: See “Limerick”. 
TELEPHONES: At jetty head. 

STORING: A narrow viaduct 650 ft. long makes storing impossible from 
trucks alongside. Small four wheeled hand trolleys are used. 

SHORE LEAVE: No restrictions. 

GARBAGE DISPOSAL: By arrangement with Agent. 

WASTE OIL DISPOSAL: By arrangement with Agent. 

AUTHORITY: Limerick Harbour Commissioners. (See “Limerick”. 
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(D) MONEY POINT GENERATING STATION: 


LOCATION: On North shore, 3 miles East of Scattery Island. 52° 36’ N. 
9° 25' W. 

DOCUMENTS: See “Limerick”. 

PILOTAGE: Compulsory from Scattery. Vessels over 3,000 n.r.t. are 
required to take a Pilot from Kilcredaun (See “Limerick”’). 
ANCHORAGES: Vessels normally anchor 2.5 miles — 3.0 miles West 
of Scattery when conditions allow. Vessels over 13.0 m. draft may be 
required to remain West of Loop Head in very bad weather. For these 
large vessels Pilots will normally board inside Loop Head. 
RESTRICTIONS: Contact Port Control. Vessels in excess of 13.0 m. 
draft normally cross Kilclogher/Ballybunnion Bar before high water and 
berth port side alongside on first of ebb. 

MAX. SIZE: 180,000 d.w.t. Max. draft 17 m. 

RADIO/VHF/HEALTH: See “Limerick”. 

TUGS: Available. Number and size as directed by Harbour Master. 
BERTHING: Length of berth 380 m. Depth alongside 25 m. 
DENSITY: 1025. 

FRESH WATER: Available. 

FUEL: Available from road tanker. 

REPAIRS: Limited repair facilities. 

SURVEYORS: See “Limerick”. 

CUSTOMS ALLOWANCES: See “Limerick”. 

CARGO GEAR: 240 tonne ship unloaders will give a coal discharge 
rate of 1,500 t.p.h. 1 H.F.O. Marine Arm. 

REPATRIATION: See “Limerick”. 

TIME: See “Limerick”. 

EMERGENCY CO-ORDINATION: See “Limerick”. 

TELEPHONE: At jetty. 

BANKS: See “Limerick”. 

STORING: No restrictions provided adequate notice is given to E.S.B. 
Money Point. 

SHORE LEAVE: No restriction. 

AUTHORITY: Limerick Harbour Commissioners (See “Limerick’’). 


(E) AUGHINISH ISLAND MARINE TERMINAL: 


LOCATION: On South side of estuary, 2 miles N.E. of Foynes Island. 
52° 38’ N. 9° 03’ W. 

“L” Shaped Jetty with outer and inner berths. Outer berth: 12 m. draft 
LWOST, length of jetty head 275 m., plus 68 m. to dolphin. 

Inner berth: 11 m. draft LWOST. Berth 230 m. long. Inner berth worked 
only on flood tide. 

The berth is owned by Aughinish Alumina Ltd. 
DOCUMENTS: See “Limerick”. 
ANCHORAGES: Vessels normally anchor 2.5 — 3 miles West of 
Scattery. 

Anchorage also at Cahircon opposite Foynes Island if awaiting tide 
with Pilot on board. 
PILOTAGE: Compulsory from Kilcredane for vessels over 3,000 tons 
n.r.t. and from Scattery for smaller vessels. Vessels over 13.0 m. draft 
are advised to embark Pilot West of Kilclogher (See “Limerick’’). 
RESTRICTIONS: Contact Port Control. Jetty owner's place own 
handbook onboard on arrival. 
MAX. SIZE: Outer berth 70,000 d.w.t. Inner berth 40,000 d.w.t., subject 
to max. length 180 m. Max. draft 11.0m. in brackish water. Prior 
approval from Harbour Master's Department required. 
RADIO/VHF/HEALTH: See “Limerick”. 
TUGS: Available. Number and size as directed by Harbour Master. 
CARGO GEAR: Outer Berth: 1 Bauxite Unloader (Krupp) 18,000 tons 
per 24 hr. day. 1 Alumina Loader (Claudius Peters) 24,000 tons per 
24hr. day. 
Inner Berth: 1 HFO Marine Arm 12 in. connection to 18 in. shore line 
and 1 Caustic Marine Arm 10 in. to 12 in. shore line. 
DENSITY: Average 1013 — varies with tidal and seasonal conditions. 
FRESH WATER: Available. 
FUEL: Not available in bulk. 
REPAIRS: Limited repair facilities. 
SURVEYORS: See “Limerick”. 
CUSTOMS ALLOWANCES: See “Limerick”. 
REPATRIATION: See “Limerick”. 
TIME: See “Limerick”. 
EMERGENCY CO-ORDINATION CENTRE: See “Limerick”. 
TELEPHONE: At jetty. 
BANKS: See “Limerick”. 
STORING: No restrictions provided adequate notice is given by 
Chandler to tre dete Alumina (Tel: 061-49488). 
SHORE LEAVE: No restriction other than company security controls. 
GARBAGE DISPOSAL: By arrangement with Agent. 
WASTE OIL DISPOSAL: By arrangement with Agent. 
AUTHORITY: Limerick Harbour Commissioners (See “Limerick”. 


(F) DERNISH ISLAND JETTY: 


LOCATION: On North side of estuary one mile South of Shannon 
International Airport (52° 41’ N., 08° 55’ W.). “T” jetty 45 m. long with 
buoys for head and sternlines. Distance between head and stern buoys 
135 m. Depth alongside 8.0 m. LWOST. Jetty is used only for cargoes 
of aviation fuel which are pumped directly to tanks in the Airport. 
DOCUMENTS: See “Limerick”. 

ANCHORAGES: See “Limerick”. 

PILOTAGE: See “Limerick”. 

RESTRICTIONS: Vessels must cross a mud bank (3.5 m. LWOST) on 
approach to jetty, so movements are restricted to upper half of tide. 
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MAX. SIZE: 6,500 tons deadweight with 7.0 m. draft assuming 

is amidships. Mani 
RADIO/VHF/HEALTH: See “Limerick”. 

TUGS: Available but not normally used. 

CARGO GEAR: Marine arm, 8 in. connection. 

DENSITY: Average 1020, but varies with tidal and seasona| cond 
FRESH WATER: Available. 

FUEL: Not available. 

REPAIRS: See “Limerick”. 

SURVEYORS See “Limerick”. 

CUSTOMS: See “Limerick”. 

REPATRIATION: See “Limerick”. 

TIME: See “Limerick”. 

EMERGENCY COORDINATION CENTRE: See “Limerick’. 
TELEPHONE: Available at jetty. 

BANKS: Small branch at Shannon Town, 2 miles away. Aig 
“Limerick”. : 
STORING: No restrictions, except that no vehicles allowed on ieh 
approach. 

SHORE LEAVE: No restrictions. 

GARBAGE DISPOSAL: Covered skip at landward end of approa» 
WASTE OIL DISPOSAL: Not available, see “Limerick”. 
AUTHORITY: Limerick Harbour Commissioners (see “Limerick’) 


SLIGO: 54.17 N. 08.30 W. 


DOCUMENTS: 

2 copies Crew List. 

1 copy List of Live Animals. 

2 copies Passenger List. 

1 copy List of Stowaways. 

1 copy Crew Declaration. 

1 copy Bonded Stores Declaration. 

1 copy Stores List. 

Aliens List for other than Irish and British Ships. 

Customs Clearance from previous port. 

Health Declaration. 

1 copy Bill of Lading. 

2 copies Freighted Manifest. 

1 copy Draft Survey (At loading port). 

International Tonnage Certificate. 

Surveys 109 Deck Cargo and 107 for Grain. 
PILOTAGE: Tel: (072) 41455, (072) 41552 and (073) 21473. Fax 
41989. Pilots who can be contacted on VHF Channels 12, 14 an 
Pilot boards off Raghley Head. 
ANCHORAGE: East of Wheat Rock Buoy, depth 40 ft. 
RESTRICTIONS: Small vessels from half tide to 2 hours after high 
large vessels near high tide and daylight. 
MAX. SIZE: 92 m. long (100 m. if fitted with bow thruster), bread? : 
restricted, draft 5.20 m. MHWS and 4.30 m. MHWN. 
HEALTH: Home trade areas, verbal declaration, all others w® 
declaration. Vessels from EEC automatic procedure. Susp 
diseases inform Customs Officer or County Medical Officer of He 
Appropriate signals day and night. 
RADIO: Malin Head, Wick or Port Patrick Radio. 
ETA: Advise Agent of ETA at Raghly Point, 24 hours in advance 

Pilots require 6 hours notice of arrival. 
VHF: Malin Head Radio, Glenhead Radio and Belmullet Radio. 
TUGS: None. 4 
BERTHING: Barytes Jetty: Length 55 m. Depth 3.0 m. (at MLWS)” 
bottom is soft which enables vessels to lie safely aground. 

Deepwater Berth: Length 75 m. Depth 5.0 m. (MLWS). 

Timber Berth: Length 30 m. Depth 1.8 m. (MLWS). 
CRANES: 2x 14 tonne mobile cranes. 
STEVEDORES: 24 hours notice required. Average discharge ral 
and timber 150 t.p.h. Fertilisers in bags 2 gangs, 500 tons per #® 
day. 
MEDICAL: Large regional hospital. Doctors and dentists availa 
TANKERS: The Deepwater Jetty is used for the import of 08 
“Berthing’’). 
DENSITY: 1004, high tide. 
FRESH WATER: Available by hose. 
FUEL: All grades available. 
CONSULS: Netherlands Vice-Consul, Sligo 2622. 
REPAIRS: Waking and light repairs. 
GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: By crew. 
CERTIFICATES: 

Safety Equipment. 

Register. 

Articles. 

Light Dues Certificate. 

Derat Certificate. 
CUSTOMS ALLOWANCES: See “General” before first por. 
REPATRIATION: Facilities exist. 
AIRPORT: Strandhill, Sligo. Dublin International Airport, 217 wr 
TIME: GMT plus 1 hour. Reverting to GMT between October a 
HOLIDAYS: St. Patrick's Day (17th March); Easter Monday; 1st 
in May; Whit Monday (1st Monday in August); Last Monday i? 
25th and 26th December. Not usual to work on any of these 
POLICE/AMBULANCE-/FIRE: Tel: 999. 
TELEPHONES: None available for placing on board. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Required. 
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aaGE DISPOSAL: Skips are available from local waste disposal 
“ it required. 

usr oll DISPOSAL: Can be arranged. 

Awan’ CLUBS: None. 

SaRENCY: Irish Pound — Punt (IR£). 

yERAL: in N.W. gales, shelter available at Inver Bay, Donegal Bay. 
seutherty gales shelter in Killala Bay or Mullaghmore. 

*orITY: Sligo Harbour Commissioners, Harbour Office, Custom 

Ld Quay, Sligo, Co. Sligo, Ireland. Tel: 071-61197. FAX: 071-61197. 

weet Captain H.A. McGowan, Harbour Master. 


aTERFORD: 52.15 N. 07.07 W. 


ENTS: 

3 Manifests. ; 

‘ set Bills of Lading. 

‘Crew List (aliens). 

Sip Stores List. 

‘ er List. 

0TAGE: Compulsory. Tel. Address “Waterford Pilots” 24 hours ETA 

_ Tel. Dunmore East 353-51-3831/9. VHF call sign “Waterford 

ss". Channel 16 calling up, Channel 14 working. 

dit boat black hull with words “Pilots” in white on sides. Location off 
spmore East Pier. 

“s event bad weather a vessel is directed to Passage East by VHF 
vee a Pilot will board in smooth water. 
WHORAGE: Good anchorage on Eastern Shore at entrance to 
tour in Easterly winds. 30 ft. LWOST. 
¥STRICTIONS: Draft restricted by 2 bars. At Duncannon, a sand bar 
alow water depth of 6.0 m. The other at Cheekpoint with low water 
oh 6.0 m. 

vessels of deeper draft await tide at Dunmore East Anchorage. 

there are no air draft restrictions at Waterford. 
WX. SIZE: 150 m. LOA normally; 156 m. LOA by arrangement. Draft 
«im neap tides; 7.5 m. spring tides at City Centre. At Belview 230 m. 
and draft 10.0 m. 
ALTH: Vessels fly “Q" flag, pratique given by Customs. Infectious 
iwases to be notified to Agent before arrival. 
§uDIO: Messages through Land's End or Valentia Radio Stations. 
uf: Harbour Commissioners have VHF station at Dunmore East, 
vannel 16 for calling, Channels 12 and 14 for working. A watch is kept 
ine station during daylight hours and when a vessel is expected. 
Geographical position of the R.T. Station: Latitude 52° 08’ 45” North. 
ay 6° 59’ 30” West. 

: 24 hours notice required. Tug will be available in near future. 

SERTHING: 


(See Plan) 


Name Length Depth Remarks 
(m.) (m.) 
tty Docks: 
North Wharf 177 6.9 
122 6.9 
247 7.6 
Halls Wharf 91.5 7.6 
Frank Cassin Wharf 278 6.9 
Forde Wharf 91.5 6.9 
Clyde Wharf 244 5.2 
Adelphi Wharf 73.9 55 
hiview: Also see “Developments”. 
Belview Port 500 10.0 Containers/Cruise 
ships. 2x45 ton 
120 10.0 Bulk cargoes. 


1600 t.p.h. mobile 

. crane. 

‘ere are various other cranes — 10 ton mobiles, forklifts, travel-lifts 
2028 tons, etc., available. 
ROGES: Times of passing through Rice and Suir Bridge for National 
*ad and Paper Mills Berth and for vessels proceeding upriver to 
“wn, to be arranged by Ship's Agent. 
‘VEDORES: Agent arranges discharge upon receipt of ETA. 
#ain discharge: 2,400 tonnes per day (300 t.p.h.). 
4al discharge: 3,300 tons per day. 
"édstuffs discharge: 2,500 tons per day. 
: AL: ae and ambulance available. Arrangements made by 

n 


to 


bap S: Great Island Jetty, used by Electricity Supply Board. 

6 design size 20,000 d.w.t. Depth 11.0 m. Cruise vessels up to 

au. LOA may dock at the facility. 

~~ Length 45.7m., depth 8.1m. For heavy oil, diesel oil and 

“eum spirits. Max. beam 10.5m. Berth is located 2.5 miles 
of Suir railway bridge. 

» Length 45.0 m., depth 4.0m. For heavy oil, diesel oil and 
vm Ga SPirit. Max. beam 10.5 m. Berth is located 12 miles upstream 
| rege (alway bridge. 
| ReSH : 1008 at LWOST. 
| Ae: WATER: Available by hose 15 t.p.h. (minimum). 
tangy Plies available by road tanker. 

tay vo Denmark: Mr. D. Baxter, Ove Arup and Partners, 99 The 
be atertord, Tel: 76511. 
tern, |. Farrell, c/o Nolan, Farrell & Goff, Newtown, Waterford, 


way Mrs. Sylvia Murphy, Dunmore East. Tel: 051-83416. 
: Minor repairs. 
‘anew, KS: Dry docks available at Dublin and Cork. 
titingn DECK WATCHMEN: Day watchmen not necessary. Night 
PENNGIC Master's request. 
TFI¢ LOSING HATCHES: By crew. 
ATES: 
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IRELAND 


Light Certificate. 

Register. 

Load Line Certificate. 

Tonnage Certificate. 

Derat Certificate. 

Radio Certificate. 

Safety Construction Certificate. 

Life-saving Appliance Certificate. 

CUSTOMS ALLOWANCES: See “General” before first port. 

CARGO GEAR: Not beyond ordinary Factory Act requirements. 
REPATRIATION: Facilities exist. 

AIRPORT: Waterford 5 miles, Dublin 100 miles, Cork 75 miles, Shannon 
75 miles. Served by regular airlines. 

TIME: GMT plus 1 hour. Reverting to GMT in Winter months. 
HOLIDAYS: St. Patrick's Day; Easter Monday; August Bank Holiday; 
December 25th and December 26th. 

POLICE/AMBULANCE/FIRE: Police 051-74888; Ambulance 051- 
73321; Brigade 051-75555. 

TELEPHONES: Telephones can be ordered through Agent at any berth. 
SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not needed. 

GARBAGE DISPOSAL: Collection service available. Skips provided 
alongside. Collected on request. 

Waterford Utility Services. Tel: 051-73915/76360. 

IPODEC Ltd. Tel: 051-73533. 

Phelan Waste Disposal. Tel: 051-82547. 

WASTE OIL DISPOSAL: Tanker trucks available. Contact Atlas Waste 
Oil. Tel: 051-78985 or Freephone 1-800-504504. 

SEAMAN'‘S CLUBS: None. 

CURRENCY: Irish Pound (Punt). 1 Punt = U.S.$ 1.54 (16.9.94). 
GENERAL: Cruise Port: Waterford had 19 scheduled cruise vessel calls 
in 1994. Waterford Harbour Commissioners are actively promoting the 
port as a cruise destination and major cruise companies are making 
Waterford a regular port of call. 

Vessels of 150 m. waterline length can access City Centre Berths, 
vessel of 240 m. LOA berth in the middle port (See “Tankers”), and 
“ vessels anchor at anchorage at Dunmore East (See “Plan’’), where 
a Customs built landing stage has been installed for ship tenders. 

Vessels calling in 1994: “QE2", “Statendam”, “Crystal Harmony”, 
“Royal Viking Sun”, “Vistafjord” and others. 

Chart: B.A. Chart No. 2046. 

DEVELOPMENTS: There is a new container terminal at Belview, 4 miles 
downriver from the city, comprising 500 m. wharf, 2 gantry cranes and 
10.0 m. depth alongside at L.W. The 1st Phase is due for completion in 


1994. 

AUTHORITY: Waterford Harbour Commissioners, Harbour Office, 
George's Street, Waterford, Ireland. Tel: 051-74907. FAX: 051-74908. 
Contact: J.V. Clancy, General Manager. Captain P. Cowman, Harbour 
Master (Tel: 051-74499. Mobile 088-598297). 


WICKLOW: 52.59 N. 06.02 W. (See Plan) 


PORT LIMITS: The seaward limits of the harbour are defined by a line 
drawn across the harbour entrance. 

DOCUMENTS: Usual documents for Irish ports. 

PILOTAGE: Pilotage is not compulsory, but strongly recommended. 
Pilots can be arranged through the local Agent or the Harbour Office. 
Pilots usually board about 3 cables North of the East Pier Lighthouse. 
ANCHORAGES: A safe anchorage can be found anywhere in Wicklow 
Bay, except in N.E. or Easterly gales. A good anchorage can be found 
about 1 mile off the harbour entrance. 

RESTRICTIONS: Deep draft vessels must dock at HW (See “Berthing”). 
perm iy vessels lie safely aground at LW, the bottom consisting of 
soft mud. 

MAX. SIZE: Max. length 100 m. (approx.), max. draft 5.20 m. 
HEALTH: See “Dublin”. 

RADIO: Dublin Radio and Wicklow Head Radio. 

VHF: Calling — Channel 16, Working — Channel 14. Channels 2, 6, 7, 
8, 26, 27 and 28 are also available. 

Reception of port VHF only extends to about 20 miles offshore in a 
Northerly and Easterly direction and to about 10 miles offshore in a 
Southerly direction due to the signals being blocked by Wicklow Head. 
It is hoped to overcome these restrictions in the near future by raising 
the height of the aerial. 

RADAR: No Port Radar. 

TUGS: Tug “Delgany” with bollard pull of 7 tons available with 2 hours 
notice. 

BERTHING: 

East Pier: 95 m. long, depths HW 5.2 m., LW 3.1 m. Not often used as 
the pier is exposed to North-Easterly winds and is only 7.3 m. wide. 
Packet Pier: 93 m. long, depths HW 5.2 m., LW 3.1 m. Most used berth. 
Timber cargoes generally worked here. 

North Quay: 130.1 m. long, depths HW 4.7 m., LW 2.8 m. Paper is 
worked at Northern end and the Southern end is in general use. 
South Quay: 126.22 m. long, depths HW 4.9 m., LW 3.0 m. This quay 
is used for the export of woodchips in bulk. It is presently being re- 
developed. 

CRANES: Mobile cranes are hired from local firms by stevedores or 
Agents. Max. lifting capacity is about 8 to 10 tonnes. For heavier lifts 
Agents or stevedores should be consulted. 

BULK CARGO: Usually worked at Packet Pier and North Quay. 
BRIDGES: None. 

STEVEDORES: Working hours 0800 — 1700 hrs. Overtime worked when 
required. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng, 


MEDICAL: Full medical facilities available. It is desirable if possible to 
ive advance notice of any medical attention that may be required. 
ANKERS: There are no tanker berths. 

DENSITY: Varies between 1012 at LW to 1025 at HW. 

FRESH WATER: Available at all quays. 

FUEL: Gas oil is readily available and is brought to the ships’ side by 

road tanker. Other types of fuel would need to be specially ordered. 

FIRE PRECAUTIONS: Normal precautions only. 

CONSULS: Nearest at Dublin. 

REPAIRS: Only small repairs can be carried out. 

DRY DOCKS: None. 

SURVEYORS: Cargo surveyors can be contacted at Dublin or locally if 

necessary. 

Lloyds’ Cie et of Shipping, 2 Lower O'Connell Street, Dublin 1. 

GANGWAY ECK WATCHMEN: Not necessary. 

HATCHES: Operated by vessel's crew. 

CUSTOMS ALLOWANCES: As per European Economic Community 

(E.E.C.) Regulations. 

CARGO GEAR: Shore cranes or vessel's gear may be used. 

REPATRIATION: Arranged by Agents. 

AIRPORT: Dublin, 40 miles away. 

TIME: GMT, Summertime GMT ‘a 1 hour (March — October). 

HOLIDAYS: See “Dublin”. 

POLICE/AMBULANCE/FIRE: Dial 999 or 


Police 0404-67 107/67287 
Ambulance 0404-67108 
Fire 0404-67371 
Harbour Office 0404-67455 

After hours 01-2853210. 


EMERGENCY CO-ORDINATION CENTRE: The Irish Marine 
Emergency Service Headquarters, Leeson Lane, Dublin. 

Tel: 01-6620922, 01-6620923. 

Telex: 93039 Imes Ei. 

Fax: 01-6620795. 

24 hour operation. 
TELEPHONES: No facilities for placing telephones on board ship. 
SERVICES: By contacting the ship's Agent all services are available. 
There is a waste oil disposal service. Nearly all services like radio and 
radar repairs, nautical publications, etc. are supplied from Dublin. 
BANKS: Bank of Ireland Ltd., Main Street, Wicklow. Tel: 0404-67376. 
Allied Irish Banks Ltd., Abbey Street, Wicklow. Tel: 0404-67311 and 
67051. 
STORING: See “Prelims”. 
. Stored by Truck. 
. Barge storing at Harbour Master's discretion. 
. Trucks can proceed alongside the vessel. 
. Fork lift trucks can be used. 
. Normal Customs Regulations in Ireland. Consult local Officer. 

6. Local people can be employed. 

SHIP SUPPLY SERVICE: Contact: R. F. Conway & Co. Ltd., North 
Quay, Wicklow: Tel: (0404) 67210/67019. Telex: 25719. Telegram: 
Conway, Wicklow. 
SHORE LEAVE: Permitted. 
IDENTIFICATION CARDS: Seaman's Book is sufficient. 
GARBAGE DISPOSAL: Skips are provided on the quay. 
WASTE OIL DISPOSAL: Can be arranged through local agent. 
SEAMAN’S CLUBS: None. 
CURRENCY: Irish Pound — Punt (IR£). 
DELAYS: Tide restrictions only. 
AUTHORITY: Wicklow Harbour Commissioners, North Quay, Wicklow, 
Co. Wicklow, Ireland. Tel: 0404-67455, 69466. FAX: 0404-67455. 
Contact: Captain W.D. Garvey, Harbour Master/Secretary (After hours 
Tel: 01-2853210). 
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NOTES 


Please also advise Shipping Guides Ltd. 
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essols bound for the ports of Haifa, Ashdod and Ashkelon have to 
*';; position report when they arrive at a distance of 100 miles from 
*\~ei coast. Such position reports shall be sent free of charge to 
"< yor" via “4X0” and shall contain the following information: 
5 Date and time; (b) Ship's name; (c) Position; (d) Course; (e) Speed; 


tion. 
| — should monitor VHF Channel 16 thereafter for Israeli Navy 
gtication SUPposes. 


| 
“sHD0D (Inc. Ashkelon): 31.49 N. 34.39 E. (See Plan) 


cUMENTS: ; 
“\Grew Lists, and Crew Passports or Seamen's Books. 
‘Provisions List. 
ust of Articles in possession each Crew member — cameras, 
pnoculars, radios, cigarettes, tobacco, etc. 
waster to declare firearms and rounds of ammunition. 
«Passenger Lists. 
| Sowage Plan and Manifest to be mailed in advance, preferable 
| Master to cable 72 and 48 hours before arrival holds workable and 
s required also draft forward and aft on arrival. 

STAGE: ETA through Haifa Radio 4XO addressed to Agent at least 
stours before arrival. Pilot station and boat equipped VHF Channel 
‘and 16 contact station for instructions. Pilot boards about 0.5 miles 
“sot entrance between W. to N.W. from breakwater head (green light). 

» bad weather, when boarding impossible, vessel is guided into 
wtour by VHF or tugboat waiting at entrance, at Master's consent. 

riot ladder as per Safety of Life at Sea. Vessel should head about 4 
ons off the wind. Recommended 2 life-lines running along ladder, 
uch side, ropes 2.5 in. — 3 in. circumference. 

WHORAGE: All area open sea, no recommended safe anchorage, 
wyessel should avoid anchorage near fairway and too close to oil 
wallation buoys. 

\asters are advised to keep the decks well lit in view of the strong 
gisashore which may cause the anchor lights to be seen with difficulty 
ywproaching vessels. 

/essels moored to the breakwaters shall have their anchor lights 


wing. 

‘STRICTIONS: Pilotage available 24 hours. Enter according arrival 
neorberths available. Vessels at anchorage awaiting berth keep watch 
amels 14 and 16. 

iX. SIZE: Draft limitations at Bulk Pier: Summer, 12.50 m. Winter, 
20m. Draft limitations at other piers: 9.8 m. Draft limitations vary 
toring to the length and beam of vessels. 

‘iso see “Tankers”. 

aoe Free pratique is requested via Haifa, address, “Quarantine 
‘wa 


DIO: Haifa Radio 4XO, also see “Haifa”. 
i Ship's Reporting Arrival Time to Ashdod Port Control: Vessels 
‘lo berth on arrival should report their arrival time to the Port Control 
fen reaching the position one mile Northwest of the port entrance. 
_‘8ssels due for anchorage at Ashdod Roads should report their arrival 
"ewhen dropping anchor within the harbour limits, not more than 
“niles off the main breakwater, as close as possible to the designated 
Worage area. 
48: 1x4,500 h.p. and 2x 3,000 h.p. Each charge included in pilotage 
_ “4¢ for normal berthing attendance. Tugs wait at port entrance and 
£0 Pilot's instructions. Tug's lines are used. 
STHING: Container terminal with 4 gantry cranes. 
‘KERS: Terminal situated at Ashkelon (independent port), where 
"ers load crude oil by under-water pipelines. Size of vessel is 
“med due to the depth of water. The loading rate is about 30,000 tons 
hours. All services such as supply of bunkers, provisions, water, 
“changes, must be carried out at Ashdod roadstead where health 
“immigration Officials board. Vessels not requiring any services at 
bn orth call directly at Ashkelon, only paying light dues and 
7 ues. 
eae? “Report” dated April 1991. 
i“ : Report: January 1992. 
lenny of the water measured alongside Pier No. 101 (Harbour 
wok Station) was 1030. This density may have increased due to a 
Resi dropping of phosphate powder from adjacent piers. 
Rl WATER: Fresh water supplied by hydrants at 220 t.p.h. 
so. Supplied by trucks, or supplied by special barges. 24 hours 
couse notice required. 
by ULS; Uruguay. All other Consulates in Tel-Aviv approx. 40 km. 
wine by telephone. 
tne: No dock, but minor repairs effected. 
AY/DECK WATCHMEN: Private companies supply gangway 
ENING) obtainable through Agent. 
‘ CLOSING HATCHES: Performed by stevedores. Mechanical 
uetone's Operated by crew. 
son ALLOWANCES: 200 cigarettes, 1 open bottle of spirits per 


§ mrt: Ben Gurion Airport, served by regular airlines, distance 

~ 

om nal Standard time is 2 hours ahead of GMT. GMT plus 3 hours 
day 24th March until Saturday 25th August(1990). 
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ISRAEL 


HOLIDAYS: Port business is suspended on the following holidays: 
Saturdays; The 2 days of the Jewish New Year (Rosh Hashana); The 
Day of Atonement (Yom Kippur); The first and the last day of the Feast 
of Tabernacles (Sucot); The first and the last day of Passover (Pesah); 
Pentecost (Shavuot); Independence Day. The first of May is observed 
by the port workers as Labour Holiday and therefore no work is done 
in the port on that day. 
POLICE/AMBULANCE/FIRE: Police, Ambulance, 
telephone 22222. 

IDENTITY CARDS: Issued by port police on arrival. 
GARBAGE DISPOSAL: Daily collection service. Garbage must be 
placed in strong plastic bags. Daily charge: LOA up to 90™m., 
U.S.$ 14.40, over 90 m., U.S.$ 21.60. 

WASTE OIL DISPOSAL: Available by tanker trucks. Charges (for 
15 days): LOA up to 90 m., U.S.$ 70, over 90 m., U.S.$ 105. 
SEAMAN’S CLUBS: Scandinavian Seamen's Church. 

rartracae New Israeli Shekel (N.I.S.). U.S.$ 1.00 = 3.03 N.1S. 
REGULATIONS: 

Stand-by for Moving Vessels: The Master or person for the time being 
having charge of a vessel shall ensure that adequate officers and crew 
are available and that the main propelling machinery of the vessel is 
maintained for moving the vessel at 1 hour’s notice. 

No vessel may drop steam, dismantle engine or otherwise interfere 
with the propelling power of the vessel, nor may the vessel be left 
unattended by responsible officers and crew unless permission to do so 
is first obtained in writing from the Harbour Master. 

Photography: Photography in the Port Area is strictly forbidden without 
a written permit issued by the Security Officer of the Port. 

Swimming: Swimming in Ashdod Harbour is strictly forbidden and 
Masters should instruct their crews accordingly. 

Use of Ship’s Boats: The use of ship's boats is forbidden in Ashdod 
Port. Launch service is available for the convenience of ship's personnel. 
Shore Leave: Shore leave passes are obtainable at the Frontier Control 
Section of the Port Police Station. Applications for the passes shall be 
filed with the Boarding Officer, Port Police. 

All breakwaters are out of bounds to crews of merchant vessels. 


SHIPMASTER’S REPORT: 1979. 
Documents: 

1 Police Condition Slip 

1 Customs Condition Slip 

3 Crew Lists 

1 List Ship’s Stores and Bond 
Pilotage: Compulsory. Pilot boards 0.5 miles from breakwater. 
Restrictions: Vessels may berth and unberth at any stage of the tide 
day or night. 
Hiern s 24 hours before arrival request radio pratique from “Quarantine 

aifa”. 
Radio: Haifa 4X0. 
VHF: Pilot and Port Authority on Channels 16 and 14. 
Tugs: 3 tugs available 13,000 h.p., 1x 1,500 h.p., 1x 1,000 h.p. The 
use of tugs depends on which berth used and also which direction the 
vessel will be heading. 
Berthing: North Quay: Berths 101, 102, 103: berths located just inside 
the breakwater, max. draft permitted 10 m., density alongside 1029. 
Accommodation ladder required. 
Bulk Handling Facilities: Phosphate loading facilities available. 
Cranes: 9x30 tons at 15 m. (15 tons at 25 m.). 
9x 8 tons at 15m. ( 4 tons at 25 m.). 
Ample mobile cranes available. 

Special Cargo Handling Facilities: Ro/Ro facilities available. 3 container 
gantries available. Ample storage space for breakbulk cargoes, 
palletised cargoes and containers. 
Stevedores: Labour normally refuses to rig derricks or handle hatches. 


Working Hours: 

Sunday to Thursday (inclusive): 

First Shift 0630 and 1400 hrs. 

Second Shift 1500 and 2145 hrs. 

Friday: 

First Shift 0630 to 1300 hrs. 

Second Shift 1300 to 1530 hrs. 

Saturday — No work. 
Services Available: Fresh water, fresh provisions, repair facilities, 
machine shop, Lloyd's Surveyor (from Haifa), Salvage Surveyor (from 
Haifa), laundry services, bunker fuel oil, diesel oil, lubricating oil, doctor 
and hospital, groceries and meats. Nearest airport is at Tel-Aviv. 


REPORT: April 1991. 

Port: Ashkelon (Not under Ashdod Port Authority control). 

Position: Lat. 31° 08' 10” N., eb p 34° 32’ 28.5" E. 

Location: Ashkelon port is located about 14 miles South of Ashdod port. 
Cargo Handled: The port is used for importing crude oil and fuel oil for 
the new electric power station built in the area. 

Loading and Mooring Facilities: The oil discharge facilities consist of 
one multi-buoy mooring at Berth No.2 and 2 mono-buoy moorings at 
Berths No.3 and 4. 

Multi-buoy No.2 is mainly used to discharge fuel oil for the power 
station. Vessels with max. size of 100,000 d.w.t., max. length of 200 m. 
and max. draft of 16.0 m. can be accepted. 112 in. hose is connected 
to the manifold on port side. 

Max. backpressure allowed on the manifold is 8 kg. 

The line capacity is about 1,500 cu.m., therefore each vessel arriving 
should accept onboard to a separate tank the content of the line which 
is light flushing oil, and on completion of discharge vessel should flush 
lines with the light flushing oil. 

Mono-buoys No.3 and 4 are fitted to accept vessels with maximum 
d.w.t. of 250,000 tons, LOA 350 m. and max. draft of 25.0 m. 

2x12in. hoses are connected to the manifold on the port side. 
Max. back pressure allowed on the manifold is 8 kg. 

Mooring and unmooring only on daylight. 


Fire Services, 
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Tankers Gear: Tankers should be equipped with the following 
equipment: 
1. A Smit type towing bracket or a chain stopper and adequate leads 
to take 76 mm. stud link chain. 
Derricks with a minimum S.W.L. of 7 tons. 
Flanges at vessel's manifold on the port side suitable for connection 
of 2x12 in. hoses 150 ASA. 
4. Adequate supply of nuts, bolts, gaskets, wrenches and reducers to 
connect the cargo hoses. 

Other Facilities: 

. Mooring launches are provided to assist with mooring and 
unmooring of tankers. 
Boats for transportation of personnel between the tankers and the 
Port of Ashkelon are available. 
Ship’s personnel are allowed to embark and disembark at Ashkelon. 
Shore passes are issued by Immigration Officer at Ashkelon. 
Bunkers are available from a 650 ton barge which comes from 
Ashdod. 
Fresh water not available at Ashkelon. 
. Repairs, provisions, medical assistance, laundry, etc. available. 
Arrival Notice: All cables should be passed through Haifa Radio, call 
sign 4X0. Cable address of the terminal is Elatash Tel-Aviv or Telex 
No. 33865. 

On approaching Ashkelon the vessel is to call “Delek’”, the terminal's 
name, on VHF Channel 13. 
Anchorage: Anchorage is located approximately 1 mile N.W. from Mono- 
buoy No.3 (the Northernmost mono-buoy). 
Authorities: |mmigration Officer boards vessel at Ashkelon. Masters 
should prepare 3 copies of Crew List, 3 copies of Crew Declaration, 
3 copies of Passenger List and 3 copies of Stores List for Customs. 


on 
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AUTHORITY: Israel Ports Authority, Port of Ashdod, P.O.Box 9001, 
Ashdod, 77191 Israel. Tel: 972-8-512211, 381822. Telex: 381822. 
FAX: 972-8-512641. Contact: A.Sachish, Port Director/General 
Manager. Captain Y. Lasker, Harbour Master/Port Captain. 


AGENT: Carmel International Shipping Services (1992) Ltd., Port Area, 
Block 2, P.O.Box 4020, Ashdod, Israel. Tel: 08-524811, 08-521334, 08- 
531022. Telex: 381183 Carin IL. Fax: 08-522719. Cables: “Carmelship 
Haifa”. 


EILAT (Elath): 29.32 N. 34.57 E. (See Plan) 
DOCUMENTS: 
For Customs: 
Customs Questionnaire, Crew Customs Declaration, Stores List, Crew 
List, Passengers List, Foreign Currency List, Narcotics List, Arms List, 
Import Cargo Manifest, Transit Cargo Manifest. 
For Quarantine: 
International Quarantine message may be sent, addressed 
“Quarantine Haifa” via Haifa Radio (4XO), to obtain Free Pratique. 
Maritime Declaration of Health. 
For Border Control (Immigration): 
1 Police Questionnaire, 2 Crew Lists, 2 Passenger Lists, Seamen's 
Books and travelling documents of passengers. 
PILOTAGE: Compulsory, ordered through Agent. When unable to 
contact Agent, Pilot can be ordered by contacting Harbour Master by 
Haifa Radio, or by VHF Channel 14. Vessel due to awaits opposite 
oil installations located approximately 2.5 cables South of the main jetty. 
Vessels requesting Pilot for anchoring stop opposite the North end of 
the main jetty. Tankers waiting Pilot for oil installations to stop 0.5 miles 
South of oil installations. Pilot motor launch, red hull, buff superstructure 
amidships stationed at North end of main jetty. Pilot ladder complying 
with all safety regulations and properly lighted during dark hours is 
necessary. Vessels awaiting Pilot should anchor only in designated area. 
ANCHORAGES: Boundaries of area marked by lines connecting 
following positions; 
(A) Lat. 29° 32' 51” N., 
(B) Lat. 29° 32’ 26" N., 
(C) Lat. 29° 31' 40” N., Long. 34° 58’ 27” E. 
(D) Lat. 29° 32' 31” N., Long. 34° 57’ 06” E. 
Average depth 25 fathoms. If arriving at port for first time, do not try 
anchoring anywhere outside anchoring area. 
Anchorage positions will be alloted by Port Control — call sign “Yamit" 
on VHF Channel 14. 
Anchorage Positions: 
1) Lat. 29° 32.62’ N., 
(2) Lat. 29° 32.49’ N., 
(3) Lat. 29° 32.37’ N., 
(4) Lat. 29° 32.25' N., 
(5) Lat. 29° 32.37’ N., 
(6) Lat. 29° 32.17’ N., 
(7) Lat. 29° 32.06’ N., 
(8) Lat. 29° 31.96’ N., 
(9) Lat. 29° 32.22' N., 
(10) Lat. 29° 32.02’ N., 
(11) Lat. 29° 31.82’ N., 


Long. 34° 57’ 19” E. 
Long. 34° 58’ 34” E. 


_ 


Long. 34° 57.37’ E. 
Long. 34° 57.64’ E. 
Long. 34° 57.97' E. 
Long. 34° 58.31’ E. 
Long. 34° 57.34’ E. 
Long. 34° 57.70’ E. 
Long. 34° 58.04’ E. 
Long. 34° 58.37’ E. 
Long. 34° 57.02’ E. 
Long. 34° 57.29’ E. 
Long. 34° 57.65’ E. 


and sail on high tide when using spacing fenders. 
Additional cargo jetty length 205 m., max. draft up to 6.1 m. 
Dre Oil Jetty accommodates tankers up to 125,000 d.w.t. with draft 
of 17.1 m. 
South Oil Jetty can accommodate tankers up to 500,000 d.w.t. Depth 
of water alongside 28.6 m. 
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HEALTH: Free Pratique may be requested by cable via Haifa 
from Quarantine Authorities. If suspected disease or fever 
immediately advise Quarantine Eilat with all details. A) 
RADIO: Communication via Haifa Radio 4XO. Full details i 
and frequencies found in “Admiralty List Radio Signals” ang ha 
publications. Good radio connection with Eilat can be obtained hel 
Haifa Radio, call sign 4XO, operating continuously. “IMOT” Cable ’ 
be sent as per List of Radio Signals. ‘ 
TUGS: Tugs meet vessel off quay. Lines not usually used as 
push. When needed, ship's lines used. 1 tug 3,000 h.p., 1 tug 3.2 
1 _ 1,000 h.p., 1 boat 280 h.p. and 2 boats 330 h.p. each. ’ 
BERTHING: No difficulty except at times of strong Southerly winds 
small vessels may have to leave quay and proceed to ancherag, 
sea, due to strong swell. 
BULK HANDLING FACILITIES: Bulk elevator for bulk js 
(Phosphate & Potash) capacity 800 m.t.p.h. 
Storage Area: 
Sheds — 17,000 sq.m. 
Open storage — 115,000 sq.m. (including car park). 
Cold storage warehouse — 500 tons. 
Bulk potash shed — 80,000 tons. 
Phosphate bulk shed — 35,000 tons (3,300 sq.m.) 
CRANES: 1 electric driven crane S.W.L. 50 tonnes. 1 electric 4 
crane S.W.L. 35 tonnes. 4 electric driven cranes S.W.L. 25 tonnes, w 
coupled S.W.L. 48 tonnes per couple. 1 diesel/electric driven op 
S.W.L. 15 tonnes. 1 diesel driven crane S.W.L. 60 — 80 tonnes. § ds 
driven cranes S.W.L. 7 — 13 tonnes. 
Port is fully equipped for container handling. Container traffic ex. 
39,500 TEU's. 
STEVEDORES: Booked by ship's Agent. All details of cargo distriy 
and storage to be cabled in advance to Agent. 
Port Working Hours: 
Summer: (May 16th — October 15th) 
Sunday — Thursday 0530 — 1330 and 1600 — 2300 hrs. 
Friday 0530 — 1230 and 1400 — 2000 hrs. 
Winter: (October 16th — May 15th) 
Sunday — Thursday 0600 — 1400 and 1530 — 2230 hrs. 
Friday 0630 — 1300 and 1400 — 2000 hrs. 
MEDICAL: Hospital facilities available. 
DENSITY: 1028 (Winter), 1030 (Summer). 
FRESH WATER: Available in unlimited quantities and supplied s, 
jetties. No facilities for supplying fresh water at anchorage. 
FUEL: All grades supplied by road tankers. 
CONSULS: Denmark, France, Germany, Netherlands, Now 
Sweden, United Kingdom. 
REPAIRS: All afloat deck and engine repairs can be performed bye 
workshops. 
DRY DOCKS: Syncrolift with lifting capacity of 1,200 tons. 
OPENING/CLOSING HATCHES: Normally by stevedores. 
CUSTOMS ALLOWANCES: Every Crew member is permitted toe 
200 cigarettes or equivalent amount of other tobacco, out of bond. fr 
crew member is permitted to keep 1 bottle of spirits and 1 bottle ofw 
out of bond. 
REPATRIATION: Facilities available for repatriation or crew - 
AIRPORT: Eilat Airport is used at present for internal traffic only. 
are 8 flights daily from Eilat to Tel-Aviv except on Saturdays. Fron! 
Aviv there is good transportation to Ben Gurion International Alp 
TIME: Local time is GMT pius 2 hours. GMT plus 3 hours from Sat 
24th March until Saturday 25th August in 1990. 
HOLIDAYS: No cargo work is usually performed during official holt 
or Saturdays. The official holidays are: Passover (2 days during 
Independence Day (1 day end April/beginning May); First Harvest? 
(1 day end May/beginning June); Jewish New Year (2 days, Septem 
Day of Atonement (1 day end September); Feast of Tabernacles (2@ 
October). No cargo work is usually performed during 1st of May alte 
it is not an official holiday. 
TELEPHONES: At present there are no facilities to arrange tele 
on board ships. 
TELEPHONE NUMBERS: 


Eilat Port Management 07-358333 
Harbour Master 07-358341 
07-376868 (after office) 
Oil Pipe-line 07-376171 
Immigration 07-372590 
Hospital 07-358011 


SHORE LEAVE: Crew members are granted shore leave. 
IDENTIFICATION CARDS: Every crew member going ashore s* 
have a shore leave pass. Shore leave passes will be received fron! 
border control officer after the vessel is cleared. 

GARBAGE DISPOSAL: Garbage collection from vessels cam’ 
daily. Contractor is employed directly by Port Authority. Plastic ba’ 
supplied by contractor. Collection available for vessels r 
Charges included in port dues. 

WASTE OIL DISPOSAL: Oily water collected from vessels 20% 
on request by means of tanker trucks. Service operated by Port Aut 
and can be requested through agent. Charges compulsory and oF 
14 day period. 

SEAMAN’S CLUBS: None. y 
CURRENCY: New Israeli Shekel (N.I.S.). U.S.$ 1.00 = 38" 
(1.6.94). 
REGULATIONS: Booklet containing port regulations placed ont 
vessels on first arrival and must be adhered to. 

DELAYS: Normally vessels arriving after midnight are berthed 
daybreak, before the beginning of the morning shift. ‘ 
GENERAL: Meteorological: Weather wamings if any are iss* 
delivered to vessels upon receipt. 

Supplies: Provisions (fresh and frozen), duty free and technical 
available from local ship chandler, may be contacted by Age™ 
Gangway: A gangway with length 18.0 m. may be hired. 


_ 


H0RITY : Israel Ports and Railways Authority, Port of Eilat, 
wn a7, Eilat 88100, Israel. Tel: 972-7-358341/2. FAX: 972-7- 
0B : Namsuf Eilat. Contact: Captain |. Beery, Harbour 


ss 

get: Carmel International Shipping Services (1992) Ltd., 
| 1472, Haifa 31014, Israel. Tel: 04-530041-2, 04-523293. 
oe 46719/46821 Carin IL. Fax: 515886. Cables: “Carmelship Haifa”. 


UpeRA: 32.28 N. 34.52 E. (See Plan) 


TION: About half-way between Haifa and Tel-Aviv. The terminal 
for the importation of coal for the adjacent power station. 

pROACHES: Lights and Shore Features: The 2 Power Station 
yidgs which are about 80 m. high, the three chimneys which are 
jm, 254m. and 300 m. high and the pier with its 2 gantry cranes 
very outstanding features on the otherwise rather flat coast. The pier 
eavery conspicuous radar target. ; 
4yessel approaching in darkness will be able to distinguish the port 
| pa set of red and white lights on the chimneys, and a fixed red light 
he Western extremity of the pier. The Mount Carmel Light and 
goomoret Light will also be in sight. 
mere are red and green flashing lights at the entrance to the cooling- 
we basin, and a flashing white light on the North-Westerly buoy of 
» multi-buoy installation. 
A,0TAGE: Compulsory. Also see “General”. 
WHORAGE: See “General”. 
ALTH: Free Pratique can be obtained from “Quarantine Haifa” prior 


pamval. 

i: VHF radio installed to communicate with ships, tugs and other 
“ton matters relating to the port's operation. Agent and Cargo 
‘weiver can be contacted on Channel 10 when within range. 

6S: 2 tugs, about 45 tons pull each, with fire-fighting equipment 
‘heats function as mooring, passenger and pilot boats. 

#ATHING: The port's installations consist of: 

An off-shore coal unloading terminal consisting of a pier 
40 m.x24 m.) which is constructed 1.7 km. from the Shore Line. It is 
emected to the shore by an approach jetty on piles. 

Minimum water depth at the pier — 20 m. It is designed for ships of 
oto 200,000 d.w.t. 

The height of the pier above MSL is 14m. There are 11 breasting 
simooring dolphins along its North side, their height above the sea 
:45m. Quick-release hooks installed where applicable. 

Ships are moored to the North side of the pier with their bow to 
avard. Two tugs assist with berthing, and starboard anchor is used 
#10 shackles). 

Dscharging the ship's cargo is done by 3x35 ton gantry cranes. 

2A cooling water basin for the supply of sea water to the station 
méensers is also used by the port's craft. The water's depth in the 
‘wgable area is 4.5 m. 

KEDICAL: Regional Hospital at Hadera, or Italian hospital at Haifa. 
TANKERS: There is a fuel oil unloading terminal, about 1.0 km. North 
‘te coal pier, where tankers are made fast to a multi-buoy system 
®dfuel is pumped ashore through a 32 in. submarine pipeline. Water 
‘his 18m. and ships of 70,000 d.w.t. can be accommodated. 

RESH WATER: Available to the pier. 

WEL: Arranged by Agent. 

RPAIRS: Arranged by Agent. 

'WE: Local standard time is 2 hours ahead of GMT. GMT plus 3 hours 
‘Saturday 24th March until Saturday 25th August in 1990. 


SORES: rege by pont. 
4RBAGE DISPOSAL: Garbage in sealed plastic bags shall be placed 
‘he garbage container on the pier. 
#NERAL: Instructions to Ships’ Masters: 
Please keep the port informed of your ETA, any changes in your 
_ "ral notice should be communicated to your Agent. 
_ - Your VHF Channels 16 and 10 should be used for radio contact 
®the port when approaching and when your ship is anchored. 
! The Pilot will prefer to board your vessel when in a position 1 mile 
of the jetty, and bow Southward; the same position is also the 
rid anchoring if your ship does not berth on arrival. 
Your pilot ladder should be as directed by IMO Regulations, 
"erly cleaned and secured. 
» Due to the exposed position of the berth, constant and thorough 
"eon to the mooring lines should be carried out. Generally the 
“worngs will consist of: 
A Forward: 
4 Head Lines. 
“fbr Lines. 
bag nas. 


4 Stern Lines. 

2 Breast Lines. 
4 Springs. 
ean and stern lines must be fibre ropes-polypropylene or others. 
Sm nes and springs, if not made of fibre must have fibre tails, 
tee m. long. Starboard anchor with about 8 shackles wil! also 


nen the ship is moored to the jetty. 
ain engines, steering, windlasses etc., should be in working 
Order. Any fault or damage to be repaired immediately and the 
1p ft to be informed. 
The ship shall always have sufficient officers and crew onboard 
( to to be able to leave the jetty in an emergency. 
di ring lines should be continuously checked for wear, load 
'Stribution, etc., and any irregularity tended to. 
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(d) All ballast tanks, including holds designed for water ballast, to be 
filled as soon as possible. 
Cargo holds into which water ballast will be pumped should be 
the first to be emptied of cargo. 
(e) The vessel to keep herself informed on expected weather 
conditions. 
(f) Constant — tension winches should not be in operation for head 
and stern leading lines simultaneously. 
(g) Do not change your mooring lines nor re-arrange them, unless 
the Duty Pilot is consulted. 
7. Oily water should not be pumped, nor garbage be thrown 
overboard. 
For ships that have to pump out oily water of any source, there is a 
reception tank and a separator on the jetty. 
Ship's garbage should be put in plastic bags and loaded into a supplied 
container. 
8. You have to get permission before doing: 
(a) Welding work, anywhere on the ship. 
(b) Diving work at the ship's hull. 
(c) Lifeboat exercises. 
9. The ship has to inform the Port immediately about any accident, 
fire, explosion, leakage etc. on or near the ship. 
10. The above instruction to Masters are based on the Ports’ 
Ordinance and Regulations, issued by the Israeli Ministry of Transport. 


SHIPMASTER’S REPORT: October 1985. 

1. Agents, Harbour Master and Pilots are very co-operative. 

2. There is always 1 Pilot and 1 tug on duty in case of rough weather. 

3. Master receives a weather report twice daily from Harbour Master. 

4. A “Supervisor” of National Coal stays on board to assist 
discharging when office is closed. 

5. Agent (National Coal), Harbour Master (Hadera Port), Pilot (Hadera 
Pilot) and boat service (Solmar) all listen to VHF Channel 10 (call signs 
in brackets). If necessary at night Solmar will telephone the Agent at his 
home, and he will then call vessel on Channel 10. 

6. Due to deck arrangements of our vessel the shore gangway could 
not be used. Vessel's Laps fees used and landed on fender. 

7. The final trimming of cargo is poor and leaves lots of cleaning 
remaining for vessel's crew. 

8. Due to distance to jetty (good fenders) it is not possible to use the 
transverse crane of the vessel for storing. 

9. National Coal employs 4 time-chartered bulkers of 120,000 — 
160,000 tons to supply the power station of Hadera with coal. The station 
consumes about 10,000 tons daily. About 5 more shiploads are needed 
yearly. Mostly Panamax bulkers from U.K. 


AUTHORITY: Port of Hadera, P.O.Box 314, Hadera 38102, Israel. 
Tel: (06) 332976, 332250. Telex: 471772 Nph il. FAX: (06) 343034 


Contact: Y.Nachshol, Port Manager. Captain S. Ezekiel, Harbour 
Master. 
HAIFA: 32.49 N. 35.00 E. (See Plan) 


DOCUMENTS: 

1 Photograph of each member of the crew. 

3 Crew Lists, and Crew Passports or Seamen's Books. 

1 Provisions List. 

1 List of Articles in possession each Crew member — cameras, 

binoculars, radios, cigarettes, tobacco, etc. 

Master to declare firearms and rounds of ammunition. 

4 Passenger Lists. 

Stowage Plan and Manifest to be mailed in advance, preferable 
Master to cable 72 and 48 hours before arrival holds workable and gangs 
required, also draft forward and aft on arrival. 

PILOTAGE: Compulsory for all merchant and foreign naval vessels. 
Pilotage service is rendered round the clock. Vessels are boarded by 
Pilot seaward of the main breakwater. 

ANCHORAGE: Vessels shall not anchor within the prohibited areas and 
must keep clear of the fairways of the main harbour and Kishon Zone. 
MAX. SIZE: The width of the entrance channel to the main port, between 
the main and lee breakwaters, is 183 m. The depth of the entrance is 
13.8 m. The width of the entrance to the Kishon Harbour is 80 m., with 
a min. depth of 12.0 m. Vessels of max. draft 35 ft. can be safely 
accommodated in the main port. 

In the Kishon Harbour, accommodation is limited to vessels of 9.5 m. 
draft. Depth in both harbours are maintained by dredging at regular 
intervals. 

Tankers: Up to 50 ft. draft at buoy moorings. 

RADIO: Radio-telephone service from ship-to-shore and vice versa via 
Haifa Radio, call sign 4XO. Ships in port may also be connected to the 
Israeli telephone system. 

The port has a signal station equipped with a modern 60 kw VHF 
installation, working on Channels 12, 14 and 16. The station is licensed 
for port operation only and is in continuous service. For all other ship- 
to-shore communication contact Haifa Radio, call sign 4XO. 

The Israeli Meteorological Service broadcasts twice daily the weather 
forecast in English for East Mediterranean area over Haifa Radio. 

Vessels approaching the coast of Israel shall report their position to 
the Israeli Authorities in accordance with the following procedure: 

(a) Every foreign vessel bound for the ports of Haifa, Ashdod or 
Ashkelon shall send a position report to the Israeli Ministry of Transport 
(IMOT) via Haifa Radio (4XO). Such position report should be sent in 
the form of a free of charge service cable when the vessel arrives at a 
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distance of 50 miles from the coast and it shall contain vessel's name, 
position, course, speed and destination. 

(b) \n addition to the report, in (a) above and according to the Ports’ 
Regulations, every vessel (foreign or Israeli) entering the Israeli territorial 
waters shall send a position report which shall contain vessel's name, 
position, course, speed and destination and which shall be sent at the 
time the vessel enters territorial waters (6 miles) to: 

(1) The nearest Port Operation Services, by means of VHF; 


or 

(2) The IMOT via Haifa Radio (free of charge service cable) in cases 

where VHF communication with the nearest port cannot be 
established. 


HEALTH: Free Pratique by radio is granted on request by the 
International Quarantine Message to the Quarantine Station round the 
clock (including holidays) via Haifa Radio, call sign 4XO on 500 kHz. 
Medical advice by radio for all ships may be obtained through Haifa 
Radio 4XO free of charge. Call “Medico Haifa”. 
There is no special quarantine anchorage. 


TUGS: Vessels obtain tug assistance, if required, for entering or leaving 
the harbour and for shifting. 33,000 h.p. (30 tons B.P.). 


BERTHING: Ships moor normally to wharves and jetties, and to a lesser 
extent stern to the main breakwater and alongside dolphins. 
Main Harbour 

The main harbour is situated on the Southern shore of Haifa Bay at 
Lat. 32° 48’ N., Long. 35°01’ E. It is protected by 2 breakwaters: the 
main breakwater, 2,826m. long, in the Northwest, and the lee 
breakwater, 765 m. long, in the East. 

The harbour basin covers an area of 1,066,000 sq.m. The main port's 
land area amounts to 1,000,000 sq.m. 
Kishon Auxiliary Harbour 

To the East of the main port, around the lower reaches of the Kishon 
rivulet, lies the Kishon Auxiliary Harbour. It consists of an outer harbour 
basin that is protected by 2 breakwaters of 600 m. and 350 m. length 
respectively, and a main channel of 1,045 m. length, of which the first 
stretch of 700 m., measured from the entrance to the outer harbour 
basin, has a depth of 8 m. while the second stretch of 345 m. has a 
depth of 6.50 m. A side channel, 213 m. long and 4m. deep, which 
branches off the main channel toward the East, serves as a fishing dock. 
Another side channel 350 m. long and 8 m. deep serves as holding basin 
of the shipyard and the Chemicals Terminal. 


Location Length Depth Remarks 
(m.) (m.) 
Main Harbour 
Wharves 1 - 4 497 4.6-—10.0 General cargo 
Wharves 5 - 6 259 10.0-—11.5 Passenger ships and 
general cargo 
Whart 7 158 11.5 Bulk and general cargo 
Wharves 8 - 9 232 13.8 Grain (automatic 
discharge) 
Wharves 10 - 11 396 8.5-—10.5 Western Container 
Terminal 
Wharves 12 - 13 224 8.0 Ro/Ro 
Service Quay 110 4.0 
Oil jetties 800 10.7 
Cargo, passengers 
and service wharves 560 5.5 — 10.0 
Dolphins 296 10.2 — 10.8 
Eastern Wharf 650 12.0-—13.5 Containers and bulk 
Kishon Zone 
Wharves 1 - 4 625 10.0 General cargo 
Chemicals Terminal 340 4.5-—9.0 Liquid chemicals 
(North) 
Chemicals Terminal 60 8.5 Liquid chemicals 
(South) 
Fishery Dock 325 4.0 


BULK HANDLING FACILITIES: Coa/: Coal imports are usually handled 
by grabs fixed to shore cranes. 

Grain: 3 mobile elevators on main wharf (depth 13.8 m.) with combined 
unloading capacity of 1,800 t.p.h. Silo capacity 100,000 tons. 
Chemicals: Northern Terminal: Situated in the Northern part of the 
Kishon Zone. 

The terminal can handle 3 ships at a time; two of up to 100m. in 
length each drawing a maximum of 9 m. and a third ship of 80 m. length 
and 5 m. draft. 

Terminal facilities: An ethylene handling and storage installation with a 
direct pipeline link to the factory. 

An ammonia handling and storage installation with direct pipeline link 
to the factory. 

A BTX handling installation with 3 pipes to the factory. 

; A methanol and MTBE handling installation with direct pipeline to the 
‘actory. 

34 storage tanks in the “Gadot Terminals” tank farm for storage of 
various materials; total capacity 15,000 cu.m. 

“Miluot” tank farm. 

The terminal is protected by a sophisticated fire-fighting system. 

Various services are available, including: Steam generator, water 
supply, bilge water tank, communications, weighbridge, air compressor, 
etc. 
Southern Terminal: Situated at the tip of the general cargo wharf in the 
Kishon Harbour. The terminal has 70 atmospheric storage tanks of 
different capacities for chemicals with flash-points above 30° C; acids 
and basic chemicals. The tanks are connected by pipeline to dolphins 
with mooring for one ship. The Southern Terminal is operated by Gadot 
Terminals Ltd. 


MEDICAL: Hospital facilities available. Agent will board vessel with 
company doctor if so required by the Master. 
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CRANES: 
No. Capacity 
(Tons) 
Floating Derrick 1 100 
Gantry Cranes 35 5 
Transtainers 35 12 
Cranes 6 35 
7 5 
3 15 
6 25 
Mobile Cranes 3 13 
1 32 
1 50 
Forklift Trucks 95 _ 


CONTAINER HANDLING EQUIPMENT: 
New Eastern Wharf: 

3 container gantry cranes; lifting capacity 35 tons under 
65 tons heavy lift; hoisting height 30.7 m. above sea level, 11.3 ™. bey 
sea level; outreach 33 m. 

6 stacking cranes; lifting capacity 35 tons under spreader. Num. 
stacking rows 17 (14 between legs, 3 under cantilever). : 

2 portal cranes, lifting capacity 32 tons. 
Planned: 2 more gantry cranes and a sixth stacking crane. 
Western Wharf: Length 400 m., depth up to 10.5 m. 

1 gantry crane; lifting capacity 35 tons under spreader; hoisting hep 
28.5 m. above sea level, 7.5 m. below sea level. 

1 container gantry crane; lifting capacity 35 tons under 
hoisting height 25 m. above sea level, 8 m. below sea level. 

4 mobile stacking cranes, lifting capacity 40 tons. 

2 portal cranes, lifting capacity 25 tons. 
STEVEDORES: Enable Agent order gangs, important obtain 48 hy 
advance accurate ETA from vessel. Failure give precise ETA may 
in ship losing 12/24 hours, also cost gang waiting time. No won; 
official holidays. 
Working Hours: Work is usually carried on in 2 shifts: the first se 
from 0630 to 1430 hrs., on ordinary working days, or from 06% 
1330 hrs. on the eve of Saturdays and holidays. The second s# 
from 1530 to 2230 hrs. on ordinary working days and from 13% 
2030 hrs. on the eve of Saturdays and holidays. Occasionally, ino 
to complete work on a ship or for special cargoes, a third shift is wou 
TANKERS: Oil Jetty: Up to 2 oil tankers can be accommodated ay 
time, one on each side (draft 9.7 m. — 10.4 m.). 
In the Roadstead. 

There is 1 submarine oil loading and unloading berth, connects) 
a submerged pipeline. 


Situation in Extension Dept 

Berth relation to from unde 
No. harb. entrance Diameter shore _ Direction wate 
3 0.50 m. N.E. 32in. 10,000 ft. 319° 58h 


The signal station ashore opposite Berth No. 3 has 2 signal mt 
Vessels moor with their own 2 anchors ahead and mooring line! 
2 buoys astern. The oil company’s Mooring Master supervises? 
connecting and loading or discharging, remaining aboard until s 
time. 

Throughput Rates: 

Vessels load or unload up to 1,000 t.p.h. through 10 in./12 in. pipet 
on the Oil Jetty and up to 2,500 t.p.h. at the 32 in. pipeline subme 
berth. 

Oil Storage Facilities: 41 tanks with a total capacity of 937,000 cum! 
crude oil in the Bayside tank farm of the oil refineries. 

In the port, 16 tanks with a capacity of 157,000 cu.m. for story 
light and heavy fuel oil, gas oil, kerosene and benzene. 

Also see “Bulk Handling Facilities’. 

FRESH WATER: Drinking water is plentiful and of satisfactory 

no treatment is needed as water is frequently examined and chiom® 

when required. The water is supplied by hydrants from shore or by ## 

Pa at a delivery rate of 30-50 t.p.h. Boiler water not available 

FUEL: The following grades of oil are available for supply as buw 
Heavy Fuel Oil 1,500 secs. Red. 1 at 100°F. 
Light Fuel Oil 450 secs. Red. 1 at 100°F. 
Marine Diesel Oil Standard Grade 

The oil is supplied direct from Oil Dock or from barges. Bunkes! 
normally supplied between 0700 and 1515 hrs. on working days #? 
other time by special arrangement. Delivery rate from Oil Dock s# 
500 t. Cy am bbls.) and from barges up to 150 t.p.h. (1,000 m8 
CONSULS: 


Austria Greece Norway 
Belgium Guatemala Panama 
Denmark Ivory Coast Spain 
Finland Liberia Sweden 
France Netherlands Yugoslavia 


REPAIRS: There is a modern shipyard, situated in the Kishon 
capable of building ships of up to 18,000 d.w.t. and to handle hul 
conversions, engine repairs and repairs of electric equipment Z 

The yard operates 2 floating docks with a lifting capacity of 20,00" 
and 1,100 tons respectively. 

Vessels which need no dry docking can be repaired at the ship 
quay, totalling 900 m. length with 11.5 m. depth. 

jen Ltd. also undertake ship repairs. 
GANGWAY/DECK WATCHMEN: Not compulsory. Port guard # 
Performed by 


angway watch. 

PENING/CLOSING HATCHES: Steve 
Mechanical hatch covers operated by crew. . 
CUSTOMS ALLOWANCES: 200 cigarettes, and 1 open bottle?® 
per person. w 
TIME: Local standard time is 2 hours ahead of GMT. GMT plus’ 
from Saturday 24th March until Saturday 25th August in 1990. 
AIRPORT: International air connection from Ben Gurion Airpot. 
from Haifa. 


= 48 


the 2 days of the Jewish New Year (Rosh Hashana); the 
ee ement (Yom Kippur); the first and the last day of the Feast 
oa Sracies (Succot); the first and the last day of Passover (Pesach); 


4 


| una: Port business is suspended on the following holidays: 
| 
: 


sancost (Shavuot); Independence Day. The first of May is observed 


port workers as Labour Holiday and therefore no work is done 
Py got on that day. ' 

‘vat LEAVE: Shore leave passes are obtainable at the Frontier 

of the Port Police Station. Applications for the passes 

be filed with the Boarding Officer, Port Police. All shore leave 

sgses must be surrendered to the Boarding Officer before departure 


I. 
ear CARDS: Issued by port police on arrival. 
yaBAGE DISPOSAL: Conditions of Service: : 
ng service includes the receipt of garbage which has been delivered 
p's crew and disposal thereof according to the Port Manager's 
\Ectons. The present conditions and rates do not apply to passenger 
as and vessels on Cruises to whom regular service is given. The 
is available each working day to vessels inside the harbour basin, 
piaccording to the Port Manager's instructions to vessels outside of 
spasin. Charged are applied for each day of stay in the harbour 
ysn and for the days the service was given or tendered in the roads. 
days of arrival and departure are charged if the vessel was in port 
wong part of the first shift of that day. 


seharges: 
sy service by special request on days of rest: 100%. 


sy vessels in floating dock: 25%. 
i vessels up to 90 m. 15.60 N.1.S./day 
over 90 m. 23.40 N.I.S./day 
passenger vessels up to 140 m. 45.00 N.1.S./day 
| over 140 m. 90.00 N.1.S./day 
STE OIL DISPOSAL: 


ae Water: Conditions of Service. 
jessels are Charged once for every 15 days, or part thereof, stay in 
ssi port(s). The service includes the removal of oily water from bilges. 


tales (N.I.S.): Ship's Port's 
Pumps Pumps 
Ol tankers 132.60 189.60 


Oher vessels up to 90 m. 75.40 111.80 
over 90 m. 113.75 164.45 

Te dues and charges above are linked to the “representative” 
ehange rate of the U.S.Dollar, as published by the Bank of Israel. 
smoval of Sludge: 

Removal of sludge is not covered under the international convention 
101973. Ordering sludge removal by ship's staff and confirmation that 
teservice has been rendered will be on a separate form provided by 
tecontractor in order to distinguish it from the Port Authority form for 
igosal of bilge water. 

Tye tariff for removal of sludge from ships as agreed with the 
mactor, Messrs. Gal-Yam, is as follows: 

\. Flat rate: U.S.$ 16/ton. 

2 The minimum charge: U.S.$ 150/ton. 

Ty garbage disposal, waste oil disposal and the removal of sludge 
wees are given by Gal-Yam Boat & Tourism Ltd, P.O.Box 33871, 
wa. Tel: 04-641744. Fax: 04-641745. 

SAMAN'S CLUBS: None. 
WRRENCY: New Israeli Shekel (N.I.S.). 
"VELOPMENTS: The Eastern Wharf is to be extended by 300 m. 

‘ourth gantry crane and a sixth stacking crane will be added to the 
Sout. at the wharf. 


‘sons Boarding Vessels: No person shall be allowed on board any 
‘sl unless he is in possession of a boarding pass which must be 
‘own on demand to the police officer at the gangway. 

*sses for boarding cargo vessels on business are issued by the Port 
"agement; passes for boarding cargo vessels for any other purpose 
“passes for boarding passenger vessels are issued by the Frontier 
‘tol Section of the Port Police. 

“aning: Swimming in Haifa Harbour is strictly forbidden and Masters 


| “instruct their crews accordingly. 


“of Ship's Boats: The use of ship's boats is forbidden in Haifa Port. 
‘lic motor-launch service is available for the convenience of ship's 
*onnel. Call the motor-launch by day and night on VHF Channel 18. 
“graphy: Photography in the port area is strictly forbidden without 
‘imten permit issued by the Commander of the Port Guard. 

: ORITY: Ports and Railway Authority, Haifa Port, P.O.Box 33539, 
231334, Israel. Tel: 04-518111. Telex: 46659. FAX: 04-674853. 
8s: Malhof. Contact: Mendy Zaltzman, Port Manager. Captain 

| Sand, Harbour Master. 


om: Carmel International Shipping Services (1992) Ltd., P.O.Box 
fi Haifa 31014, Israel. Tel: 04-530041-2, 04-523293. Telex: 46719/ 
Carin IL. Cables: “Carmelship Haifa”. Fax: 04-515886. 


NOTES 
Please also advise Shipping Guides Ltd. 


ISRAEL 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng, 


Italy 


GENERAL: 


WEAPONS AND ARMS: In July 1988, the Italian Government passed 
a law that all vessels carrying arms, including personal or ship's 
equipment, must declare them in order to obtain a Ministerial permission, 
before entering Italian territorial waters, only valid for one call. 

Vessels calling at Italian ports with arms as described above have to 
declare them to the Agent at least 4 days before entering territorial 
waters with indications of full type/brand, serial number, calibre/gauge 
of gi weapon kept onboard as well as the quantity of ammunition 
held. 

All weapons should be in Master's care and declared on the Stores/ 
Provisions List on arrival. 

If undeclared weapons are found onboard, same will be confiscated 
and the Master will be subject to court trial. 

Further to the above, the Ministry concerned has decided that for 
vessels calling at various Italian ports, a licence to carry firearms on 
board can, on application through the Agent at the first port of call, be 
obtained and this will also be valid for all other ports of call. 

The application must specify names of all ports and dates of call. 
HEALTH: Shipmaster’s Report: March 1983: Radio Pratique granted 
12 hours prior to arrival. 

If vessel applies 24 hours prior to arrival she will be requested to re- 
apply 12 hours prior to arrival. 

TANKERS: All tankers of more than 1,600 g.r.t. carrying crude oil and 
petroleum products as well as gas carriers, chemical carriers, full or 
partly loaded, empty but not in gas-free condition, and which, prior to 
entrance to territorial waters of any Italian port, shall advise the port 
authorities of the following details: 

(a) Vessel’s name and international call sign, 

(b) Vessel’s nationality, 

(c) Vessel’s LOA and draft, 

(d) Port of destination and accurate ETA, 

(e) Quality/quantity of cargo and 

(f) IMO Certificate if carrying dangerous chemical cargo in bulk. 

Furthermore, the Master should hand over to the Pilot a detailed list 
concerning all vessel's data, Safety Equipment, Safety Class and other 
Certificates, together with Crew List, etc. 

Also SOLAS/MARPOL 73/78 and annexes applied. 

For Italian ships, Italy has implemented the A.R.E.S. (Automazione 
Ricerca e Soccorso) as application of S.A.R. Convention, Hamburg 
1979. The system is mandatory for all Italian vessels of over 1,600 g.r.t., 
except for those vessels making national voyages of less than 24 hours’ 
duration, and international voyages of less than 12 hours. Non-ltalian 
vessels in the Mediterranean are encouraged to participate in the 
system. The A.R.E.S. Manual (Italian and English version) may be 
obtained at Port Authority’s Offices. Also see Admiralty List Radio 
Signals, Vol. 1 (Ship Reporting Systems). 

Also see “Augusta” — “Agent's Report”. 

Tankers over 1,600 g.r.t., entering or leaving Italian ports or carrying, 
or with uncleaned tanks which last carried petroleum, gas or chemical 
products, are required to make a comprehensive report to the 
goes Port Captain. See Admiralty List of Radio Signals, Vol. 6. 

uch tankers must establish and maintain radio contact, preferably 
by VHF R/T, with the Port Captain, advising him immediately of any 
incidents or defects which may affect the safety of navigation or cause 
pollution. Pilots should be employed outside the areas of compulsory 
pilotage whenever the nature of the cargo or navigational conditions, 
including reduced visibility, require. 
CREW CHANGES: In Italian ports, signing on of crew on to ships whose 
flag is not the flag of the citizenship of said crew (for instance of a 
Norwegian crew member signing on a Liberian vessel, a Danish crew 
member si a deok a Swedish vessel, etc.) should be aware that from 
now on Italian Port Authorities will strictly require copy of the contract 
showing that the crew member was engaged out of Italy. It is also 
required that the contract be signed and stamped by the Consul (of the 
flag of the ship) of the place where the crew member is engaged. If 
Consulate is not available, by the National Authorities of the place. In 
no instance will the signature of the engaging company be accepted as 
substitute of the signature and stamp of Consul or Authorities. 
STRAIT OF MESSINA: 
Regulations: 

1. Passage of the Strait is prohibited to vessels of 50,000 g.r.t. or over 
carrying pollutants. 

2. Pilotage is compulsory for vessels of: 

(a) 15,000 g.r.t. and above; 

(b) 6,000 g.r.t. and above if carrying pollutants. 

3. Vessels in (2) should pass the following information at least 
12 hours in advance via Messina Radio: 

Name. 

Nationality. 

Call Sign. 

Deadweight tonnage. 

Type and quantity of pollutant carried. 

ETA at Capo Peloro or Punta San Raineri. 

ETA should be confirmed at least 1 hour in advance. 

Vessels other than those in (2) should pass the same information by 
VHF Channel 16 at least 2 hours in advance. 

4. Vessels passing through the strait should keep to starboard of a 
line joining: 

(a) Lat. 38° 16.5’ N., Long. 15° 43.5’ E. 
(b) Lat. 38° 14.0’ N., Long. 15° 36.6’ E. 
(c) Lat. 38° 10.8’ N., Long. 15° 36.0’ E. 

5. Vessels on passage through the strait should keep engines ready 
at ee manoeuvring and should maintain constant watch on VHF 

anne! 16. 
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Pilotage: Pilots for vessels on passage through the strait embark} 
North of Capo Peloro or 2.5 miles S.E. of Punta San Rainer” 
Pilots for vessels entering Port of Messina embark 1.25 Miles 
of Punta San Raineri. ’ 

NOTE: Tankers with no cargo on board from 6,000 up to 14 %, 
can pass Messina Strait without Pilot. Tankers over 50,000 9 nt 
no cargo on board can pass Messina Strait (pilotage COMpUlsoy," 


ANCONA: 43.37 N. 13.32 E. (See Py 


PORT LIMITS: A vessel is considered to have “arrived” wher, 
anchors in the Roads 1 mile from the red light located at the e 
Mole and also when, in the case of a vessel of large tonnage she ans 
a further mile out and communicates her time of arrival. 
DOCUMENTS: Immediately after arrival and shortly prior to depay 
the Master must complete the arrival and departure forms suppig; 
send them to the Maritime Authority. 

When the Pilot is on board, the Master must submit to the » 
authorities, Customs, Police and Health the following further docune 

4 copies Crew List. 

1 copy Provisions List. 

1 copy B/L for every set. 

1 copy General Cargo Manifest. 

3 copies of Crew Dutiable Articles. 

5 copies Passenger List (in transit or otherwise). 
PILOTAGE: The Ancona Port Pilots listen 24 hours a day on} 
Channel 12. Telegraphic address: Piloti - Ancona. Telephone 
54297. Pilotage, compulsory for all tankers and all vessels over 500; 
Pilotage starts within a radius of 1 mile from the port entrance. 

There are 4 pilot cutters operated by the Pilots’ Association. Ves 
waiting for a Pilot must hoist the “G” flag of the International Co 
Signals and await him in the roads. 

The pilots’ station is in a building located near the angle bete 
Berths 1 and 2. There are 4 Pilots available. 

ANCHORAGE: In the Roads at the Master's discretion. The adv 
the Pilots may be sought via VHF. Anchorage in the roads is sale 
winds eae from the 2nd and 3rd quadrants. 
RESTRICTIONS: Vessels may enter and leave port day or nigh’ 
entry and departure of vessels of large tonnage and draft is gov 
by the tide which has an approximate range of 2 ft. 

Normally, tankers carrying petrol or vessels carrying hazardous gr 
in category “A” are not allowed to enter port. 

MAX. SIZE: In the port of Ancona, the entry of vessels up to 2 
length is permitted. At the oil installations located outside they 
tankers over 300,000 d.w.t. can berth in water depth 33 m. Ally 
installations located closer to the coast, tankers of 27 ft. to 40f* 
can berth. (See “Tankers’’). 

HEALTH: There is a maritime health station in the port. Free Pret 
may be granted to an anchored vessel by radio (by calling up “San 
Ancona” 12 to 6 hours prior to arrival) for vessels coming from cout 
not affected by health strictures. If fever is suspected aboard a \# 
she must anchor in the roads, hoisting the appropriate Internationa? 
of Signals flag, and waiting for the port doctor to come on board 
RADIO: Ancona Radio “ICA” uses calling frequency 500 kHz & 
working frequency of 489 kHz. Radio telephone: Ancona Rado’ 
“ICA” on 2182 kHz. VHF: calling up Channel 16 and working Cha 
25, 26 and 27. Station maintains 24 hours watch. 

RADAR: There is no radar station in the port. 

VHF: Port Authority on VHF Channel 16 from 0800 hrs. — 2200" 
TUGS: Use of tugs in port is not compulsory but may be request 
Pilot or ordered by the Port Authority if necessary. From 
1700 hrs., there are always 4 tugs available, and from 1700 hs." 
is 1 tug available. 

Requests for additional tugs can be made via the ship's Age’ 
hours prior to the vessel's entry in port, this order to be made to Cr 
Soc. Coop. R.L. Tel: 71-202002. Telex: 560553 corimai. Fax: 7/5" 
Tugs wait for vessel 1 mile from the port entrance and work on 
Channel 12. 

SPECIAL CARGO HANDLING FACILITIES: Berth No. 15 hasé™ 
purpose electro-hydraulic crane particularly suited for containes# 
40 ft. and for lifting conventional cargo up to 42 tons. The qué)* 
behind is currently used as a container terminal. , 

A new handling area at Berths No. 23, 24 and 25 will oom 
operation with an area of 15 hectares and whose berths will haves 
particularly suited to container handling. ; 

Adjacent to the port, in the Ancona Port Industrial Zone, t# 
private area with Customs sheds for retention and 


containers. This area covers 16,000 sq.m. 2 
For Ro-Ro traffic there is no special equipment, but this type? 
can be handled at almost all the berths. w 


STEVEDORES: The Compagnia Lavoratori Portuali operates" 
Telephone: 071/28095. Telegraphic address: Compagnia 
Portuali Ancona. Requests for labour are made via the ships 
least 24 hours prior to commencement of operations. 


| 
4 | gaTHING Depth alongside 
at distances 
tl from quay face 
Location Length Distance Depth 
died (m.) 
I he Clementino Mole 250 1m. 9.14 m. 
5m. 9.44 m. 
10 m. 9.90 m. 
Luigi Rizzo Mole 189 1m. 9.14 m. 
| 5m. 9.30 m. 
10 m. 9.75 m. 
‘ Luigi Rizzo Mole 116 1m. 9.14 m. 
‘ Luigi Rizzo Mole 200 5m. 10.30 m 
10 m. 10.36 m 
8 Molo Wiotyla 122 1m. 7.62 m 
5m. 8.70 m 
10 m. 8.70 m 
xt At head of No. 8 47 1m. 7.62 m 
} Berth — 
9 Molo Wiotyla 124 1m. 7.62 m 
' | 5m. 9.14m 
" 10m. 9.14m 
1n) S. Maria Mole 147 im. 7.92m 
5m. 9.40 m. 
10 m. 9.14 m. 
i} 2 S. Maria Mole 75 1m. 7.92 m. 
5m. 7.40 m. 
| 10 m. 7.31 m. 
+} 13 S. Maria Mole 155 1m. 9.00 m. 
5m. 9.75 m. 
10 m. 10.70 m. 
4 Calata della 194 1m. 9.00 m. 
Republica 5m. 9.00 m. 
10 m. 10.50 m. 
5 New Eastern 214 1m. 9.14m. 
Mole | container area 5m. 9.80 m. 
XXIX} (North side) 10 m. 10.20 m. 
Sept. | New Eastern 120 1m. 7.92 m. 
16 container area 5m. 10.00 m. 
(South side) 10 m. 11.40 m. 
| 17 Giovanni Berth 60 1m. 7.00 m. 
(Usable) 
8 _ 113 1m. 8.22 m 
19-20 Silos 295 1m. 8.22 m 
5m. 10.10 m 
10m. 12.50 m 
a Silos 141 m. 8.54 m 
5m. 9.90 m 
10 m. 12.50 m 
2 Silos 195 im. 9.30 m 
5m. 10.50 m 
10m. 12.00 m 
= IGIC 200 3m. 9.75m 
Landing Stage 1m. 8.85 m 
3 Nuova Darsena 263 10.80 m 
4 Nuova Darsena 150 10.80 m 
5 Nuova Darsena 258.5 10.80 m 


ARGO HANDLING FACILITIES: Normal working times for mechanical 

nt is from 0800 to 1200 hrs. and from 1330 to 1730 hrs. 

,fanical handling equipment on the quays consists of: 
fogs Paceco crane, of 42 tons capacity for containers and 

IS goods. 

Hd Bartolomeis 20 ton electric cranes with retractable jib. 

2 ctrical cranes of 6 tons capacity, with retractable jib. 

“eectrical unloading platforms of 8 tons capacity. 

, fectrical unloading platform of 10/12 tons capacity. 

: automatic De Bartolomeis of 20 tons capacity. 

‘5 ton automatic. 

S possible to attach electro-hydraulic grabs to the quay cranes for 
Yscharge of scrap iron. 


RIDGES: None have to be negotiated when entering the port. 
FOICAL: There is an Italian Naval hospital in the port area close to 


=No. 10. It is reserved for personnel of the Italian Navy. Telephone 
tia eM exchange) 201392. There is a permanent service 


# 


eat om this, there are in the town a main hospital “Umberto 1" 

‘gig, » C84, a 400-bed pediatric hospital, a cardio-rheumatological 

hen 2 geriatric hospitals, a neuropsychiatric provincial hospital, and 

“etical Specialising in tumours. There are also two private clinics with 
and surgical facilities. 


’ <a 


ITALY 


Max. size Utilisation Cranes 
g.r.t. 

75,000 Load/discharge 2x6 tons 
Dry goods, lumber, 2x 10-20 tons 
coils, palletised cement. 

35,000 Load/discharge 2 discharging platforms 
Dry goods (phosphate, <8 tons on rails and 
china clay, carbon etc.) 1x12 tons (being renovated) 

25,000 Loading/discharging Mobile cranes of 
General and containers 6.3—20 tons 

2x5 cu.m. grabs 
available. 

35,000 Loading/discharging 2x6 tons 
Bulk commodities and 

jeneral 
10,000 julk goods Mobile cranes of 
6.3-20 tons 
8,000 Containers, Passengers _ 
Lorries 

10,000 Passenger vessels _— 
and Naval vessels 

15,000 Passenger vessels _ 

4,000 Passenger vessels — 

20,000 Passenger vessels —_ 
and Customs 
warehouse 

25,000 Passenger vessels, Mobile cranes 
General and timber 6.3-20 tons 

35,000 Containers, heavy lifts, 1 Paceco crane 
Timber 1 Badoni crane 

12,000 Containers _ 

5,000 General — 

10,000 Coastal and small — 
vessels 

75,000 Loading/discharging 2 suction plants 
of cereals each 2,000 t.p.h. 

Silos: 38 cells for 
cement and 4 cells 
for iron. 

75,000 Loading/discharging 2 suction plants each 
of cereals with capacity of 

125 t.p.h. on rails. 
Storage capacity 
21,600 cu.m. 

35,000 Loading/discharging 2x6 ton cranes 
cereals, loading/ 2 suction plants capacity 
discharging goods 140 t.p.h. each. 
by hook 

15,000 Discharging of cargo 
for company’s plant 

75,000 Containers, 

Timber, 
General 

10,000 Containers, Mobile cranes 
Timber, 5 — 20 tons 
General 

75,000 Containers, 120/35 ton crane 
Timber, 


(A Se ee a a 


TANKERS: SFI/R Mooring: Mooring dolphins for tankers up to 10,000 
g.r.t. Products handled: Refined products. 

AP! —Island Terminal: Berth Position: Lat. 43° 40’ 03.7” N., Long. 13° 24’ 
21.6” E. It is a single berth for tankers up to 90,000 d.w.t. with draft not 
exceeding 40 ft. Ship moored with her port side alongside the berth. 
Mooring manoeuvres permitted in daylight only. Unmooring manoeuvre 
permitted anytime. 

Fittings for Loading/Unloading: 3 loading arms. 10in. quick 
connections. 7 sea-lines (1x8in., 1x12in., 2x14in., 2x16in., 
1x24 in.) for loading/unloading various grades of oil products and crude 
oil. The 24 in. sea-line is electrically heated (skin effect) for fuel oil and 
high viscosity crude oil. 

Water Ballast: Water ballast to be discharged ashore by sea-line. 
Vessels on arrival for loading, when notifying their first ETA to Falconara, 
must communicate to the refinery the quantity of ballast to be pumped 
ashore. Actual ballast capacity in normal circumstances does not exceed 
4,800 cu.m. 

Bunker and Water Supply: All grades of bunkers and undrinkable fresh 

water are available by pipes. Bunker loading to be performed before or 
after cargo operations. 
Main Engine and Auxiliaries: Should the main engine and/or auxiliaries 
be temporarily out of use, the discharging operations will immediately 
be stopped, and vessel unmoored, until everything is once again in 
order. In such a case all expenses, delays and/or all arising damages 
will be to the account of the vessel and/or her Owner. 
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In case of weather deterioration, Master could be requested by the 
Terminal Operator to leave the berth. In this case, the Terminal Operator 
will call the port services (Pilot, tugs and Mooring gang). 


API Buoy Field: The buoy field that was positioned about 600 m. 
Westward of the Island Terminal for unloading crude oil, has been 
dismantled. 


API Jetty: It is a pier of 1,308 m. in length with 4 berths: 3 for loading/ 
unloading tankers and the other, closer to shore, for service boats. 
Berths: 

Head Jetty: (Position: Lat. 43° 38’ 52.2” N., Long. 13° 23’ 38.4" E.) 
For tankers with draft not exceeding 27.5 ft. 

Berth No. 1: For tankers with draft not exceeding 18 ft. 

Berth No. 2: For tankers with draft not exceeding 16 ft. 

Landing Stage: For service boats — water depth 10 ft. 

Tankers are moored with the stern to the jetty and two anchors. 
Therefore ships must be fitted with cargo stern-line. 

Fittings for Loading/Unloading: One derrick for each berth for 
connecting flexible hoses (4 in., 6in., 8in., 10 in.). Seven pipelines 
(3x8 in., 2X10 in., 2x12 in.) for loading/unloading various grades of oil 
products. 

Water Ballast: Water ballast to be discharged ashore by pipeline. 
Vessel on arrival for loading, when notifying their first ETA to Falconara, 
must communicate to the refinery the quantity of ballast to be pumped 
ashore. Actual ballast capacity in normal circumstances does not exceed 
4,800 cu.m. 

Bunker and Water Supply: All grades of bunker and undrinkable fresh 
water are available by pipes. Bunker loading to be performed before or 
after cargo operations. 


AP! Sea Terminal 

The API Sea Terminal consisting of a single steel platform mooring for 
vessels up to 300,000 d.w.t. and is located off Ancona Harbour in 
position: Lat. 43° 44’ 37” N., Long. 13°31’ 20” E. 

It has a minimum depth of water of 98 ft. at LWS. The platform, fixed 
on 6 steel piles sunk into the sea bottom is connected to the shore tanks 
by an underwater sea line 40 in. diameter. 

On the platform there is a Cardan joint from which 1 floating hose of 
20 in. diameter departs Sade discharging rate 7,000 cu.m.p.h.), at 
the top of which are connected 2 lines of 16 in. diameter that end with 
2 conic hoses 16 in./12 in. diameter (Tanker MS-GI) for connection to 
the ship. 

Each tail hose is fitted with a quick closing valve to prevent risk of 
pollution. 

The platform has a diameter of 82 ft. and is fitted with special rubber 
fenders. 


Platform Light: 
Light: White — Code Letter: “U” — Height a.s.|.: 39 ft. Period: 15 sec. 
Light Characteristics: 


(1) Light: 0.5 sec. (4) Eclipse: 1 sec. 
(2) Eclipse: 1 sec. (5) Light: 2 sec. 
(3) Light: 0.5 sec. (6) Eclipse: 10 sec 

Range: 6 miles 

Foghorn: Code Letter “U” — Range: 3 miles. 

Characteristics: 
(1) Blast: 1 sec. (4) Silence: 2 sec 
(2) Silence: 2 sec. (5) Blast: 2 sec 
(3) Blast: 1 sec. (6) Silence: 22 sec 


The platform is equipped with radar reflector. 


Weather and Currents: 

Weather is generally good from May to the end of September. During 
the Winter time bad weather prevails from N.E. 

The N.E. wind commonly named “Bora” is the strongest and the most 
frequent. The Easterly sea, which does not occur often, is generally 
strong. The Westerly winds generally cause fog or mists which, 
particularly in Winter, is very thick. 

For approximately 8 to 9 months of the year the current sets in a S.E. 


direction whilst for the rest of the year, it is running in opposite direction. 


The strength of the S.E. current is variable from 2 to 3 knots, therefore, 
in consideration of these facts neither engine repairs nor engine 
maintenance are permitted during the time the vessel is secured to the 
API platform and the main engine must be on permanent standby aind 
ready for manoeuvring. 


Radio/VHF: 

Vessels bound for Falconara must send their ETA to Apioil — 
Falconara 72, 48 and 24 hours before their arrival. 

In the last message the following information must be reported: 
Maximum lifting capacity (S.W.L.) of derricks 
Distance between bow and manifolds. 

Diameter and type of manifolds flanges. 

Whether the cargo tanks are equipped with inert gas system. 
No. of lifeboats and capacity. No. of persons for which lifebelts 
are available on board. Total number of actual crew on board, 
including passengers and technicians. 

5/6 hours before arrival VHF contact can be established with the 
refinery maritime office on Channel 12. 

Anchoring: 

Vessels waiting for berth may anchor in a position approximately 
1.5 miles Eastward off the platform. Ideal position for anchorage is: 
Lat. 43° 45’ 00” N., Long. 13°33’ 00” E. or as otherwise instructed. 
Vessels are warned to anchor only in the recommended position 
because of the existence of submarine pipelines in other areas. 


On Arrival: 

The refinery operator, together with a gang of 4 skilled workers, will 
board the vessel before berthing to coordinate the discharging 
operations and they leave after completion of unmooring. Masters are 
therefore kindly requested to arrange for food and accommodation for 
the whole period of their stay aboard. 
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Mooring Operations: 

Mooring operations will be undertaken with favourable 
conditions. The vessel shall proceed at a reasonable speeds 
platform and generally shall start mooring by heading into the sea \ 
or wind or swell. ba! 

As soon as the vessel is a proper distance from the Platform sy 
run out 2 mooring ropes (1 on each side) which will be Secured 5, 
platform ropes by mooring crew. These ropes will then be heave. 
board in order to pull up the platform ropes which will be 
the bitts of the forecastle. The platform mooring ropes ; 
nylon rope, chain and polypropylene rope and pelican Hooks 
used as stoppers for the chains. If the vessel is equipo, 
appropriate chain stoppers on the bow, the two mooring chaing a 
secured on them as soon as they reach the corresponding bits on, 
forecastie. This second solution, which corresponds to 
recommendations, is preferable to maintain the ship more Sately mp 
under bad weather conditions. 

4 mooring lines (2 for each side) must be ready on the forecasts, 
joining before manoeuvring to the platform. 

The refinery operator shall not fail to give to the deck Officer ong 
on the forecastle all requested information concerning mp 
operations as well as API's installation. All winches and windlass » 
be in perfect working condition with sufficient power and ready to» 
during the whole of the vessel's stay at the API platform. A good mop 
rope of sufficient length must be ready aft and passed to the sp 
vessel enabling her to assist the tanker from the end of moor 
few seconds before unmooring. Mooring operations will be came, 
by the crew, under the Master's responsibility and according to the 
suggestions. 

During the ship's stay at the platform, the crew and API pers. 
will keep a constant watch on the mooring ropes and the platform. dp 
the night the forecastle and mooring ropes must be brightly lit. 


General Note for all Tankers: 
(1) When anchoring on arrival, vessels must contact Pilot Station’) 
Channel 12). Once at anchor, the exact position must be transmits, 
VHF to Pilot Station. 
(2) All tankers, upon completion of loading /discharging operations» 
leave the berth upon request of Terminal rators. Ship's Masterm 
call port services directly by VHF or through the Agency (Pilot, 
Mooring gang). 


Notes for Tankers Discharging Crude Oil: A P.S.D. (portable san 
device) will be assembled on the manifolds of tankers discharging 
oil. For this purpose, compressed air supply will be requested from) 
vessel for all the time of discharging operations. 


Unmooring: 

The unmooring operations, except during unfavourable wee 
conditions, are quite simple. As soon as the 2 hoses have 
disconnected, it will be sufficient to let go the supply vessel, heave 
as quickly as possible, the stern rope, then let go the 2 platform m 
and put the main engine astern (if necessary). Masters are wame? 
as soon as the hoses are disconnected the service of the supply vt 
will no longer be required. 


Hose Handling: 

On arrival both derricks must be rigged and ready to lift w! 
maximum permissible weight. 

Throughout the period of time when the hoses are hoisiét: 
connected, disconnected or lowered overboard, 1 deck office! 
1 Crew member are required to coordinate and operate the wnt 
Lifting, connecting, lowering and other handling of hoses # 
performed by API's gang under the Receiver's representative com 


Discharging Operations: 

The Receivers’ representative will advise the Master on all m@ 
concerning the discharging speed, manifold pressure, or ev 
hazards, but will not direct the discharging operations except !t* 
be necessary to protect the facilities or any Receivers’ propet® 
apparatus. 


Pollution: 

The Master is fully responsible and must ensure that no petrol” 
other contaminated products are discharged, or spilled ov 

During the vessel's stay at the API installation, all deck scuppe*! 
all overside deck openings shall be securely closed and oily 
pipelines not in use, must be blanked off. 

Drip-pans must be in place at all times under manifold conne” 
An adequate supply of sandbags, or other anti-pollution 
products, must be available at all times for immediate use. 

Under no circumstances shall bilge water, oil, waste, or contam™® 
products be discharged overboard. , 

Blowing of boiler tubes is not permitted during vessel's sta) ® 
Refinery Terminals and black smoke may not be emitted from the 

The Receivers will take any action or steps necessary to clee"# 
remove the contamination of the sea and the terminal structures!” 
The vessel and/or her Owner, will be responsible for all expen’ 
all damage in connection with the contamination. , 

Italian Authorities are very strict and severe about pollute” 
worthwhile to remind Masters of the eventual penal implications 
them for pollution. 


Safety: 

During the vessel's stay at the API Terminal a sufficient m™ 
crew members must remain on board to be ready for any 
emergency. Crew members going ashore are warned that ine 
bad weather it might not be possible to return on board until 
conditions have improved. @ 

All fire equipment and hoses must be, at all times in perfec 
condition and ready for use. A number of portable fire e 
must always be ready by the discharging manifolds and the b# 
apparatus must be ready by the pump rooms for immediate 
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part her Owner. 


engine and Auxiliaries: 

Fu the main engine and/or auxiliaries be temporarily out of use, 
ing operations will immediately be stopped, and vessel 

ered until everything is once again in order. In such a case all 

‘delays and/or all arising damages will be to the account of 


aang Mooring: ; ; ; 

1oew member must be stationed at the bow of the ship while the 
ig at the platform to keep a constant watch on the moorings. 

omg the hours of darkness moorings must be illuminated. 

oe the stay of the vessel at the terminal all deck winches must 

to operate. 

we ysing Discharging Operations: 

se receivers’ personnel will remain on board for the whole time. 
deck officer must always be available. It is recommended 

duty officer always carries with him a portable VHF in order to 
and constant contact with Receivers’ representative. 

ng Floating Hoses: 

jst the vessel is secured to the platform a sharp lookout on floating 

gees must be ordered by the Master. Every abnormal situation in this 

must be immediately notified to Receivers’ representative. 

Floating Hoses: 

ynen discharge is completed, if requested, the vessel will pump water 

«s'ew minutes before disconnecting hoses, in order to displace crude 

son the floating lines. The Receiver’s representative will advise the 

“eon duty about this manoeuvre as well as pumping time. 

»case of “SBT” or “SB” vessels, where the ballast line is segregated 

«cargo line by a connection spool piece, this spool piece must be 

with all bolts tightened before unloading operations 

eemence. This allows the operation of “pumping water ashore” in any 

ncy upon Refinery Representative’s request. The fulfillment of 

»aove will be checked by Refinery Representative upon vessel's 


ate 


cI 
‘enunications Between Ship and Shore: 
\mally communications between ship and shore are maintained by 
@srepresentative. Masters are kindly requested to authorise the use 
‘essel's VHF when requested. 


ties: 
toler tubes must not be blown whilst at anchor or secured to the API 


som. 
wtage: Garbage and refuse must not be thrown overboard while the 
ssel is at anchor or secured to the API platform. 
iwers: Weather permitting, bunkers can be supplied by barges. API 
esupply all grades of fuel oil, marine diesel, gasoil and all grades of 
#s marine lube oils. 
ty bunker requirements vessels must cable to their own Agent at 
#72 hours before their arrival (holidays, Saturdays excepted) stating 
wites and quantities required. (No limitations for supplying). 
‘sh Water: Available only by tugboats with favourable weather 
witions, and to be requested through vessel's Agents. 
IMPORTANT WARNING 
‘vessels with a draft up to 40 ft. scheduled for API platform but not 
‘equipped to operate thereat, will be moored, if possible, at API 
sentional berths. All expenses, time lost and/or damages arising from 
"adove will be to account of and charged to vessel/owners. 
‘sort: Crude Oil Washing: 

ocarry out crude oil washing operations (COW) the vessel must be 
Siwith the following equipment: 

4) An inert gas system capable of supplying gas containing not more 
than 5% oxygen to all cargo tanks during all discharging and 
washing operations. Such systems must be fitted with an 
automatic alarm signal which will operate if the oxygen content 
of the gas rises above 5%. 

») Atank cleaning machine permanently installed in the cargo tanks 
and connected to the cargo/wash system by permanent steel 
piping. 

) Aremote reading tank gauging system to ensure that the liquid 
levels in the cargo tanks can be monitored at any time, without 

: having to open any ullage ports. 

4 The tank cleaning lines must be completely separate and isolated 

_ ftom the fire fighting system. 

procedures to be followed are listed below: 

rior to vessel arrival at the discharge port, the following test will 
be carried out: 

All cargo discharge lines and wash system lines must prove to 
be tight and free of leaks. The test will be effected with crude oil, 
10 a pressure ranging between 150 p.s.i. and 175 p.s.i. 

The main cargo pumps safety devices, i.e.: pump casing and 
bearing temperature gauges and high temperature alarms, pump 
overspeed trips, remote emergency stops, pump reverse rotation 
alarms, cargo pump trip for low inert gas pressure, must be tested 
and found fully operational. 

All openings to all cargo tanks must be securely closed and the 

} Pressure/vacuum valves set in the operational position. 

Allin and out valves of sea water heater must be closed. 
h crude supply for the washing system will be secured directly 
om the main discharge lines or from separate tank cleaning lines 
connected directly to the main cargo pumps. 

he pressure used for “COW” will be 140 p.s.i. maximum. In 
é Case of vessels equipped with washing system supply coming 
re from the main discharge lines, such back pressure of 
40p.s.i. will be achieved by closing down completely on 
“yee valve or two manifold valves, if necessary. 
, n the case of vessels equipped with a separate tank cleaning 

Ne, the 140 p.s.i. back pressure will be achieved by controlling 

main cargo pump revolutions and it will not be necessary to 
any manifold valves. 
ichever manifold is used the shore hoses, or hard arms, will 
be pressurised for crude washing purposes. 
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5. Before commencing crude washing any tank, the oxygen content 
of the inert gas supply must be checked and must not be more 
than 5%. In addition the atmosphere in the tank to be washed 
must be checked and must not be more than 5%. 

The inert gas system must be capable of supplying positive 
pressure to all cargo tanks during all discharging and crude 
washing operations. In the event that pressure in the cargo tanks 
falls to 4in. W.G. the system will automatically stop all cargo 
pumps. Before crude washing each tank, its pressure must be 
checked and must not be lower than 20 in. W.G. 

6. The tanks will be washed in two stages: 

Top Wash: When the level in the tank is down to 15 ft. innage 
the top two/thirds of the tank will be washed, using all machines 
in the tank simultaneously, on a pressure of max. 140 p.s.i. The 
washing pattern will be from 40° to 120° elevations. During top 
washing the tank will continue to be pumped out on the main 
cargo pumps. 

Bottom Wash: The top wash cycle will normally be completed 
when the tank is draining out on the main cargo pumps. The 
washing machines will be stopped and reset to the bottom wash 
pattern (from 0° to 40° elevation). The tank main suction will be 
closed and the stripping suction opened. 

When the tank is dry, bottom washing will commence using a 
maximum of four machines in the tank to ensure good drainage 
throughout the bottom wash cycles. 

On completion of the bottom wash cycles, the machines will 
be stopped and the cargo system will revert to normal discharge 
operations. 

7. The whole “COW” operation will be carried out under the direct 
supervision of a responsible Officer well acquainted with “COW” 
and tank cleaning, who will be assigned to this supervision task 
by the Master. 

The necessary personnel will be put at the disposal of the 
responsible Officer by the Master, to carry out “COW” operations 
and, in particular, one man equipped with VHF radio will be 
stationed at the manifold throughout discharge operations. 

Before commencing “COW”, the responsible Officer 
supervising the operation will discuss, in detail, the whole 
operation with Receivers’ Representative and will carefully 
observe any provisions issued by Port Authorities and by 
Receivers in relation to “COW”. 

If during “COW” operations the Master and/or the responsible 
Officer judge, at any time, that the operational conditions do not 
ensure total safety, all “COW” operations will be stopped at once. 

DENSITY: The average salinity of the water in the Port of Ancona is 
17.5 gr. per litre of chloride. 

FRESH WATER: Along all the quays are numerous supply points with 
rates varying from 15 to 25 t.p.h. Vessels in the roads can be supplied 
with drinking water via the port tugs. 

FUEL: Vessels moored at berths can be supplied by tanker barge. The 
supplier is S.P.A. API from their marine refinery at Falconara. 

Requests for bunkers must be submitted to the ship's Agent at least 

72 hours in advance, Saturdays and holidays excepted. Any type of 
product can be supplied. 
FIRE FIGHTING FACILITIES: Apart from the water hydrants along the 
quays, which, if need be, can be used for coupling to hoses for fire 
fighting purposes, the port of Ancona has a fire brigade equipped with 
fire engine, together with other means on land and water. 

The fire brigade is near the marine station at Berth No. 13. Apart from 
facilities on land, there are 2 craft available, one of which is highly 
sophisticated. Telephone: 201715. 

If necessary, at very short notice, the town fire brigade can be called 
to the scene. Their equipment consists of a fire engine with pumps, 
ladders and other means of efficient fire fighting. Telephone: 115. 

In port, there are the following maritime means for combating fires: 

(a) A motor launch of the port captaincy with fire fighting hoses and 
also the ability to spray foam. 

(b) 2 motor barges with pumping facility operated by the port fire 
brigade, having the following characteristics: 

Vessel “VV.F.207" — speed 11 knots, equipped with 2 fire fighting 
pumps each capable of delivering 6,000 litres per min. at a pressure of 
10 atmospheres and driven by 2 Fiat Aifo 260 h.p. engines each; 2 liquid 
foam pumps; 2 foam projectors; 2 foam tanks with a total capacity of 
5,800 litres; 20 delivery pipes with 70 UNI unions, 400 m. overall; 16 
delivery pipes with 45 UNI unions, 220 m. overall; 1 comet portable 
projector, 2 fixed foam projectors; 16 UNI 70 hose attachment points; 2 
UNI 150 ditto; 2 double tube cannons for mixed usage (water and foam); 
1 electrical compressor giving 5 atm. pressure; 2500 watt projectors 
of which 1 is portable with 100 m. of cable; 1 retransmitter apparatus 
attached exclusively to the apparatus operated by the fire brigade. 

6 port tugs having the following characteristics: 

Tugs “Luisella” and “Tiziana” — TSL 485 — speed 14 knots — 5,000 h.p. 
— equipped with 2 exhaust pumps in the deck on starboard and port 
sides; regulation fire fighting equipment; 2 motor driven pumps; for 
internal use 2 pumps connectable to those on deck; international 
attachments and points; equipped with radar, radio and echo sounder. 

Tug “Katria Prima” — TSL 140 — speed 12.5 knots — 1,014 h.p. — 
equipped with 1 monitor; 4x45 mm. swivel guns; thermo-mechanical 
electric pump of 60 t.p.h. capacity; foam tank — fitted with radar; radio; 
echo sounder. 

Tug “Luisa Davanzali” — TSL 238 — speed 12.5 knots; equipped with 
1x30 t.p.h. fire fighting pump; 2 exhauster pumps of 50 t.p.h. and 1 of 
200 t.p.h. capacity; radar, radio, echo sounder, gyroscopic compass. 

Tug “Cesare Davanzali” — TSL 364 — speed 14 knots — 1,800 h.p. — 
equipped with 2 electrical pumps of 200 cbm/hr. capacity for delivery 
purposes and capable of attachment to Minimax equipment for fire 
fighting purposes using foam with 2 cannon type projectors; in the deck 
are 14 points for attachment of hoses; 21,000 kW. adjustable 
projectors; 1 motor compressor of the low pressure type working at a 
pressure of 8 atm.; equipped with radar, radio, echo sounder. 
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CONSULS: 
Belgium: Tel 896811. 
Denmark: Tel. 200252. 
French Consular Agency: Tel. 206866. 
Netherlands: Tel. 200764. 
Sweden: Tel. 200252. 
REPAIRS: It is possible to effect repairs of all types at yards within the 
port, and at the large electrical and mechanical repair undertakings in 
the town. 
Cantieri Navali Riuniti (for large construction). Tel: 5951. 
Cantiere Morini (also has available a floating dock for vessels up to 
1,000 g.r.t. and slipways). Tel: 202224. 
Cantiere Castracani (slipway). Tel: 55663. 
Cantiere Riparazioni Navali (pleasure craft). Tel: 204323. 
Cantiere Tecno-Matic (fibreglass units). Tel: 53643. 
Cantiere Cooperativa G. Tommasi (only for steel vessels). Tel: 
204303. 
Ditta EL.ME.A. (marine electrical equipment). Tel: 29409. 
Ditta Schiavoni (marine electrical equipment). Tel: 55731. 
DRY DOCKS: There is only one small floating dock in which it is possible 
to carry out repairs to vessels up to 1,000 g.r.t. The dock is owned by 
Cantieri Navali Morini. Tel: 204303. 
SURVEYORS: In Ancona the Registro Italiano Navale has a town office 
at via Marsala No. 8. Tel: 202204. R.1.N.A. acts for the following foreign 
classification bodies: Germanischer Lloyd, Nippon Kaiji Kyokai, 
Jugoslavinski Registar Brodova and Register of Shipping of Russia. 
GANGWAY/DECK WATCHMEN: This service is advisable but not 
compulsory. In Ancona is a security firm “Istituto di Vigilanza Urbana e 
Campestre” di Dattilo Salvatore. Tel: 201784. 
HATCHES: Hatches are opened by the crew where they are of the 
automatic type, and by the port labour force where they are of the 
conventional type. Hatches are re-closed in the event of rain. 
CUSTOMS ALLOWANCES: On arrival in port, all goods under Customs 
exemption must be placed under seal. At the completion of Customs 
inspection, the Master may request the Customs officers permission to 
supply the following goods: 
50 cigarettes for each Crew member. 
1 kg. of salt for every 50 persons. 
50 grams of sugar per person per day. 
15 grams of coffee per person per day. 
Liquor — small quantities to be agreed with the Customs officials 
according to the time of year. 
REPATRIATION: It is possible to effect exchange of foreign Crew 
members on board foreign vessels since there is in the port an office of 
the Frontier Police. 
For repatriation purposes, the following travel connections are 
available: 
Train: Via the Ancona/Bologna/Rome line; via the Ancona to Rome direct 
line and via the Ancona/Pescara/Bari line. 
Air: Departures from the Falconara Marittima Airport which is 10 km. 
from the port and reached by bus. There are 2 daily departures to Milan, 
1 to Pescara and 1 to Rome. 
Sea: the following lines are available: 
From 1st January — 31st December, Wednesdays (1330 hrs.) and 
Saturdays (2200 hrs.) to Patras by Greek vessel ‘Mediterranean Sea’. 
From 1st October — 30th May, Mondays (0900 hrs.) Tuesdays 
(0030 hrs.) and Fridays (1700 hrs.) to Zara and Spalato by Italian vessel 
“Tintoretto”. From 1st June — 30th September daily departure to Zara 
by Jugoslav vessel “lllirija”. From 1st June — 30th September every 
Thursday (1300 hrs.) and Sundays (2200 hrs.) to Patras by vessel 
“Mediterranean Sky”. From 1st June — 30th September every Saturday 
(2200 hrs.) per Panamanian vessel “Neptunia” to Patras, Corfu and 
Haifa. From 1st June — 30th September every Tuesday (2200 hrs.) to 
Patras per Greek vessel ‘‘Patris”. From 1st June — 30th September every 
Wednesday (1300 hrs.) and Saturday (2200 hrs.) departures to Patras 
and Higoumenitza by Greek vessel “lonian Star’. From 1st June — 30th 
September every Tuesday (1700 hrs.) departures to Dubrovnik by Italian 
vessel “Tintoretto”’. 
There are other possiblities of connections with Greece and 
Yugoslavia. The information can be obtained by telephoning the 
following Agents: 


Adriatica Tel: 204915. 

Morandi Tel: 202033. 

Paroletti Tel: 56789. 

Archibugi Tel: 202223. 

These Agents manage the lines and can give times and frequencies 
of sailings. 


TIME: GMT plus 1 hour. From last Saturday in March to last Saturday 
in September, GMT plus 2 hours. 

HOLIDAYS: Every Sunday, 1st January (New Year); the Monday after 
Easter; 25th April (Liberation); 1st May (Labour Day); 4th May (Town's 
Patron Saint's Day); 15th August (Assumption); 1st November (All 
Saints); 8th December (Immaculate Conception); 25th December 
(Christmas); 26th December (St. Stephen's). 

Work is possible on all these days, but at an increased rate. 
POLICE/AMBULANCE/FIRE: Port Police 201030. Town Police 202860. 
Yellow Cross Ambulance 55622. Red Cross Ambulance 22680. Port 
Fire Brigade 201715. Town Fire Brigade 22222. 

TELEPHONES: It is not possible to connect telephone lines on board 
vessels. In the port there are numerous telephone boxes for national! 
and local communications and where it is possible to telephone to any 
part of the world. 

SERVICES: The following special services are available in Ancona: 

Tank washing at Falconara Marittima by the “crude oil washing” 

system, compass adjusting, repairs to radar or other electronic 
instruments on board and underwater work. 
SHORE LEAVE: Foreign Crew members may go ashore from 0800 until 
0200 hrs. the next morning provided they have a pass stamped by the 
Port Police. Beyond 0200 hrs. a special permit from the police is 
necessary to allow an overnight stay outside the port area. 
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GARBAGE DISPOSAL: At Ancona the service is provided by 
Garbage Service Sak. on advice from agent. Charges are dened 
on ship size and type with surcharges levied outside of norma| 
hours. be | 

Garbage disposal is also compulsory for tankers at F 
Terminals, with surcharges for boat service. Service arranged he 
Agent. § 
WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS: None. 

CURRENCY: Italian Lira. U.S.$ 1.00 = 1600 Lira; DM 1.0 = 984), 
FF.1.0 = 300 Lira; U.K.£ 1.00 = 2600 Lira (May 1994). 
SPECIAL REGULATIONS: Vessels of draft greater than 30 4. 

at berths on the South mole are secured a short distance Off the 
by means of dolphins. " 
DELAYS: No delays. 

NOTICE: Regulations concerning navigation, fishing and anchovy 
vicinity of API installations: 

1. It is forbidden for any vessel or craft whatsoever, with the CXCe 
of vessels intended to operate at the API installations: 

(a) to transit, remain or anchor within a radius of 1 nautical Mile cor 
on the installations; ok 

(b) to anchor and fish by whatever means within a radius of 1 Nay Al 
mile centred on the installations quoted; bp 

(c) to anchor, engage in bottom fishing or engage in any activa 66 
the sea bed within the area limited by the following points; . 

A — Lat. 43° 40’ 20” N., Long. 13° 24’ 57” E. 
B — Lat. 43° 44’ 28” N., Long. 13° 30’ 42” E. 
C — Lat. 43° 44’ 12” N., Long. 13° 31’ 09” E. 
D — Lat. 43° 39’ 42” N., Long. 13° 24’ 57” E. 

2. In the areas of the sea mentioned in No. 1, all vessels and ow 
general which accidentally become entangled with anchors, ig 
equipment or similar, underwater pipelines, must obligatorily abay 
such equipment on the bottom in order to obviate damage to ty 
inform as quickly as possible the Maritime Authority. 

3. Regulation No. 11/86 of 22.2.86 is in force. 3] 
4. Those contravening this current regulation, provided that theiras 
does not constitute the cause of a serious reaction, will be puy \¢ 
within the terms of Article 1164 of the Navigation Code and» in 
compensate for the damage caused. It is obligatory for all em | 
whatsoever to observe and cause to be observed the ternis di) pg 
present regulation. wn 

Signed: The Commandant of the Port of Ancona. 

Date: 22nd February 1986. % 
DEVELOPMENTS: 5 deep water berths (920 m.) to be consiua | 
Existing breakwater to be extended. New breakwater (300 m)%) a 
constructed. C 
AUTHORITY: Capitaneria di Porto Ancona, Banchina Nazario Ss 
12, 60100 Ancona, Italy. Tel: 71-2074697. Telex: 561529 Come 
FAX: 71-2074697 (Not automatic). Cables: Compamare An oy 
Contact: Francesco Colli, Port Director. Paolo Castellani, Ass o¢ 
Harbour Master. R. De Bernardinis, Harbour Master. 

API Terminal-Operator: API Raffineria di Ancona S.P.A,} an 
Flaminia 685, 60015 Falconara, Italy. Te/: (71) 9167258. Telex: Sail by 
Apioil |. FAX: (71) 9167346. Contact: Captain M.D’Angelo, Chiel-Ne | 
Department. ( 
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ARBATAX, Sardinia: 39.57 N. 09.42 E. 


SHIPMASTER’S REPORT: September 1980. 


PORT LIMITS: A vessel is considered to have “arrived” whe! 
anchors in the roads 5 — 7 cables Northwards of the light 02 
Breakwater. Pilot leads vessel to the place for anchoring am! 
delivers on board all local documents and forms for completing fo® 
clearance. 
PILOTAGE: Not compulsory, but only available in daytime for en® 
On leaving port the Pilot is available day and night. VHF Chane 
Pilot boat black hull, about 6 m. in length, white house, on wie 
painted “Pilotti’; vessel awaits the Pilot Northward of the light 
Breakwater between breakwaters and Isola D'Oliastra Islet in 
Lat. 39° 57.24’ N., Long. 09° 42.95’ E., depth on roadstead from i 
to 30 m., good holding ground. 
MAX. SIZE: Vessels of 200 m. length and max. draft 25 ft. On" 
entered. 
HEALTH: Free Pratique may be requested by radio to ‘Se 
Arbatax” between 12 to 6 hours prior to arrival, advising vessels 
nationality, last port, number of crew and passengers and state a 
on board. If from another Italian port Free Pratique is * 
automatically. : 
VHF: Port Authority on Channels 16 and 11 from 0700 hrs. - iat 
TUGS: One tug with sufficient power for assisting in m ' 
available, ship's lines used. Tug takes lines in the roa 
accompanies vessel to the port. Prior to mooring vessel drops # 
with about 3 shackles, tug turns the stern of the ship towards ne? 
after which the ropes from fore and aft are transported and 4 
the pier, tug pushes vessel alongside the pier on the port-side. Tre 
is slackened until 5-6 shackles out. 
BERTHING: 

Banchina Ovest — length 450 m. — depth 25 ft. 

Banchina Postal — length 100 m. — depth 15 ft. 

Banchina Centrale — length 100 m. — depth 15 ft. / 

Banchina Sud — length 80 m. — depth 15 ft. (for Ro/Ro si® 
CRANES: One private mobile crane, 6 tons capacity, for asf 
pulpwood at Banchina Ovest. 


(See Pi 
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aL: Advise Agent of any requirements. 
1025 


O51) ATER: Only from water barges. 
iw ne 250 mm. in diameter from store tanks on shore to the 
6 a the head of the West pier. 
a. : Opening/closing is normally carried out by ship's crew. 
nen from stevedoring company or ship's crew. 
ssT0MS ALLOWANCES: Depends on flag of vessel. 
ATRIATION: Regular line of ferry boats, train to Cagliari close to 
an nee is an airport. 
OMT plus 1 hour from 29th March to 26th September, GMT plus 
us European time. d 
~nayS: 1st January (New Year's Day), 25th April (Liberation Day), 
\ay (Labour Day), 15th August (Assumption), 1st November (All 
sus Day), 8th December (Local Religious Holiday), 25th December 
| \gmas Day), 26th December (Boxing Day). 
jamFiCATION CARDS: Special shore passes issued by local police, 


rts. 
PMENTS: Present basin will be dredged to 9 m., new basin 
#00 present one will be constructed with depth of up to 10 m. 
ITY: Ufficio Circondariale Marittimo, 08041 Arbatax, Sardinia, 
» contact: Antonio Camboni, Port Commandant. Tel: (0782) 667093, 


eve 


GUSTA (including Priolo and Melilli): 
Ti3N. 15.14 E. (See Pian) 


{PATION: Augusta — Position refers to Torre Avolos Old Lighthouse 
enstion Lat. 37° 12’ 37” N., Long. 15° 13’ 34” E. 

*olo - Same position as Augusta, Priolo lays on Southern part of 
sour including a chemical pier outside the breakwaters. The port is 
ner the jurisdiction of Siracusa. 

sili - Correct name is Siracusa Santa Panagia, located 6 miles 
wh of Augusta. Lat. 37° 06’ 30” N., Long. 15° 15’ 40" E. 

gest scale charts: B.A. 181-187. U.S. 53000-53200-53201. Italian 


71. 

‘RT LIMITS: A line drawn between Santa Croce Lighthouse and 
igisi Lighthouse defines the seaward limits of the Port of Augusta. 
‘ine drawn between Punta Magnisi and Punta Santa Panagia defines 
seaward limits of the port of Santa Panagia. 
IXUMENTS: Ship's information must be sent by telex to Compamare 
‘gsta, or to Compamare Siracusa for Santa Panagia, 24 hours before 
na (See “examples” below) in accordance with instructions issued 
yEutopean Economic Community No. 79/116. 

dew Lists (at least 4 copies). 

‘stom Manifest. 

*ussenger Lists (4 copies). 

vartime Declaration of Health. 

3ils of “aaah 

‘xcination Certificates. 

Te following documents must be sent to Harbour Master's Office: 
aticate of Registry. 

+i Liability Certificate (for tankers only). 

‘mation Note of Arrival. 

‘itional Declaration of Departure. 

290 and Gear Safety Certificate. 

ety Construction Certificate. 

an Light Dues. 

sker Check List (to be presented to Pilot for acknowledgement). 
‘xdition ships bound for the Esso Terminal must also radio the 
*ey, Rafinesso Augusta, via Roma Radio (IAR) 72 hours and 
“wis before arrival, giving ETA in local time and following advice: 
‘ot Lading quantities in long tons, metric tons, gross bbis./net bbis. 
*) quantity, water percentage, tank number. If slop mixed with 
he oped quantity cargo in slop tank. 

‘val draft. 


oe of cargo for vessel carrying atmospheric residues and 


‘tankers Calling to load: 72 hours prior arrival send cargo layout, 
order of loading and number of grades ship can load at same 


“™ples: Messages sent to vessels: 

} ie 20,000 g.r.t.: 

‘te Send the following information cabling Compamare Augusta. 
912336. Vessels data, ETA Pilot, reasons for call, cargo/ballast 

SOLAS Certificates 74-78, em. 81/83. 

Ron IGS yes/no, Paris memo issued date prescriptions, if any, 

tea and confirm if all apparatus, hull machinery in good order. 

taba 20,000 g.r.t.: 

‘erg Send the following information cabling Compamare Augusta. 

fais ieee. Vessel's data, ETA Pilot, reasons for call, cargo/ballast 

Doge cLAS Certificates 74-78, em. 81/83. 

athe , Paris memo issued date prescriptions, if any, last port and 

Denical all apparatus, hull, machinery in good order. 

Penne Carriers: 

ie Send the following information cabling Compamare Augusta. 

Pals ig SOL Vessel's data, ETA Pilot, reasons for call, cargo/ballast 

OC ds LAS Certificates 74-78, em. 81/83. 

asi’ Paris memo issued date prescriptions, if any, certificate of 

1% 2p last port and confirm that all apparatus, hull, 

in order. 
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Vessel's reply: 
To: Harbour Master, Augusta. 
Telex: 972336 Compau | 
Vessel Features Capo Argento, IBMX, Italian Flag, g.r.t. 2,976, 
d.w.t. 4,500, LOA 100 m. max. draft 5.95 m. 


ETA Pilot Pilot Augusta, 2nd December, 0600 hrs. 
Agent Mayflower Shipping Agency 

Reason of Call Unloading 1,400 tonnes Ethylene 
Cargo Ethylene 1,400 tonnes 

SOLAS Available SOLAS 74/Prot 78 

|OPP Expiring 30th April, 1986 

CLC Expiring 20th February, 1986 

Paris Memo Athens 19th September, 1985/No Prescription 
IMO are December 1985 

Last Port Porto Torres 

Remarks In good order 


Master Capo Argento 

APPROACHES: There are 2 entrances: the main one is situated 
between the central and northern breakwaters, with leading lights on a 
heading of 273° 51’ — Entrance is about 260 m. wide, with a depth over 
36 m. in the middle, and may be used day and night. 

Note: Vessels entering should be lined up on the leading lights/marks 
1 mile before entrance and ship departing 0.5 miles before exit. In case 
of controversy Harbour Master will ask for documentation of above 
positions. 

Santa Panagia is an open road and berthing to ISAB Terminal is 
allowed in daytime only. 

A current may cross the entrance after prolonged periods of windy 
weather. The leading lights/marks are sometimes obscured by smoke 
from the industrial plants in the Southern part of the harbour. Navai 
vessels and outbound traffic have the right of way when passing through 
the harbour entrance. 

Santa Panagla: 

(a) Masters are cautioned when approaching Santa Panagia by night 
as there are no navigational aids in this area. Only 2 lighthouses 
(Murro di Porco Lighthouse to the South and Cape S. Croce 
Lighthouse to the North) can be used to fix the position of the 
vessel. In the landfall however, their bearings are opposite and 
therefore useless. Radar must be in good operating condition. 
Tunny nets are laid down in the area and marks can be 
temporarily missing and small fishing boats engaged in net fishing 
may be encountered up to 8 miles from the coast; these boats 
carry no special marks or lights to indicate that they are using 
nets. 

(c) Naval ships quite often exercise off the East coast of Sicily, 
particularly in an area including Augusta to the North and 
extending well South of Syracuse. 

Two submarine exercise areas are close to this part of the coast. 

(d) Acurrent may cross the entrance of the bay as well as the terminal 
area after prolonged periods of windy weather. 

PILOTAGE: Compulsory for vessels over 500 g.r.t. — 24 hours service 
— Second Pilot recommended by Local Authorities for vessels of 60,000 
g.r.t. or above. Weather permitting, Pilot boards about 1 mile East of 
port main entrance — In case of bad weather, the pilot boat will station 
itself just inside the entrance and instructions to proceed will be given 
to vessels by VHF. Upon request, to facilitate vessels, or for other special 
reasons, Pilot can board up to 3 miles off the normal embarkation point. 

Pilot charges vary with vessel's g.r.t., for hours between sunrise to 
0800 hrs. and 1700 hrs. to sunset, for night hours, for Sundays and 
holidays, for flammable and explosive cargo and for boarding over 1 
mile from main breakwater. 

ETA to be confirmed 1 hour before arrival, calling “Augusta Pilot 
Station” on VHF Channel 12. In case of no radio contact, vessels must 
stop about 2 miles Eastward of the breakwater and hoist or flash the 
international code signals. 

The pilot boat has a black painted hull with a white band and white 
superstructure with the word “Piloti’ painted on both sides. 

For Santa Panagia (Melilli), Pilot will board 1 mile seaward from Punta 
Santa Panagia for vessels incoming from South and 1 mile seaward 
from Punta Magnisi for vessels incoming from North. Pilot should be 
contacted on VHF Channel 14. Second Pilot recommended by Local 
Authorities for vessels of 60,000 g.r.t. or above. 

ANCHORAGES: Pilot compulsory inside and outside the breakwaters 
within the port limits. 

The Inner Anchorage has a central zone with a depth of water not 
less then 22.4 m. 

Outside it is recommended to anchor South of Main Entrance, 
because North of it there are many limitations. 

For Santa Panagia Pilot compulsory inside the harbour limits — vessels 
anchoring outside of this line are not considered to be in port and 
consequently without port dues. 

RESTRICTIONS: Vessels over 60,000 g.r.t. berth during daylight only. 
No restrictions on unberthing. 

MAX. SIZE: VLCCs can enter the harbour with tug assistance, with the 
following limitations: 69 ft. draft for operations in the road (bunkers — 
provisions — crew changes) and 66 ft. 10 in. with a max. displacement 
of 450,000 tons to moor alongside SELM Priolo Supertanker Jetty. For 
Santa Panagia no limitations. 

HEALTH: Vessels arriving from countries not suspect of epidemical 
diseases can ask and receive Free Pratique by radio, sending a telegram 
not more than 24 hours before arrival to “Sanimare 96011 Augusta” via 
Roma Radio (IAR) or “Sanimare Siracusa” for the Port of Santa Panagia. 
Arrivals from Italian or EEC Ports are considered clear. 

It is necessary to request Free Pratique by radio because Health 
Officers do not board vessel from sunset to 0800 hrs. 

The Office of the Health Department is located at Via Lungomare 
Rossini. Tel: (0931) 974920. 

Report: January 1992. 

If vessel arrives without “Q” flag hoisted, even if Free Pratique was 

requested, they are subject to interrogation at the local police station. 
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RADIO: Augusta Radio P.T. Listening on 2182 kHz. Working on 1643 
and 2260 kHz (24 hour service). 
VHF: Augusta Radio P. T. Call Channel 16, working Channels 26 and 
27 (24 hour service). 

Harbour Master (Channel 16). 

Pilots (Channel 12). Working 24 hours. 

Tugs and Line Handlers (Channel 8). Working 24 hours. 

Taxi-boats (Channel 10) From 0600 to 2330 hrs. 

Agents Connection (Channel 9). Office hours. 

Traffic Control (Channels 9 and 12). Working 24 hours. 
TUGS: Tugs available in the harbour: 42,000 h.p., 2x2,400 h.p., 
3x2,500 h.p., 21,200 h.p. and 1 tug on stand-by/emergency of 
2,600 h.p. 

Harbour service: 6 tugs on duty from 0800 — 1200 hrs. and from 1300 
— 1800 hrs. 3 tugs available from 1800 — 2200 hours and 2 tugs available 
from 2200 — 0700 hrs. 

Tugs’ charges vary with vessel's g.r.t., for hours between 0001 — 0800 
hrs, 1200 — 1300 hrs., 1700 — 2359 hrs., for Saturday, Sunday and 
holidays, for service exceeding 1 hour, for operations at SELM — Priolo 
Terminal. 

For Santa Panagia there are 3 tugs available, 1 tug can be employed 
ish bia Harbour — additional tugs can be supplied from Augusta 
Harbour. 

Use of tugs is compulsory for berthing and unberthing (vessels over 
60,000 g.r.t. require 5 tugs). The number of tugs allocated is decided 
by the Harbour Authority according to gross tonnage. Because of tug 
crew duty rosters, the most suitable tugs may not always be available. 
Tugs make fast on the hook after the vessel has cleared the entrance, 
using ship's ropes. Pilots communicate with tugs via VHF portable radios 
which they bring on board with them. 

Line Handlers: Service is performed with 1 launch for vessels of less 
than 10,000 g.r.t. and 2 launches for vessels above 10,000 g.r.t. 

Wires are not accepted but may be used when provided with a 5 m. 
Manila or other fabric end tail with eye. 

Charge varies with vessel g.r.t., flammable and explosive cargo, rain, 
waiting time (1 hour delay), overtime from 0600 — 0800 hrs., 1200 — 
1300 hrs., 1700 — 2000 hrs., night hours, Saturday, Sunday, holidays, 
lines above the total of 8 and mooring on dolphins/buoys. 
BERTHING: Commercial Wharves: 

Ro/Ro Pier: Length 260 m. Depth 12.0 m. 

Banchina di Riva: Length 246 m. Depth 12.0 m. 

Commercial Quay: Length 255 m. Depth 12.0 m. 

Consortium Jetty: Length 738 m. Depth at seaward end 12.2 m. 6 berths 
available. With Port Authority permission vessels may berth to discharge 
dirty ballast or transhipment cargoes. 


MACET: Berth Nos. 1, 2 and 3 are at a finger jetty. Berth Nos. 1 and 3 
used only by coasters and bunkering barges. Depth 12 ft. Berth No. 2 
used by vessels up to 25,000 d.w.t. on stern discharge. Depth 28 ft. 
(See “Plan”. 


Enichem Augusta: Punta Cugno — Berth Nos. 3, 4, 5 and 5 Bis. 

Berth No. 3 Northern Jetty used by Enichem Augusta for discharging 
and loading chemical products. Berth accepts vessels up to 3,000 d.w.t. 
mooring alongside. Depth 17 ft. 

Berth No. 4 (Mid Jetty) used by Enichem Augusta for barges. 

Berth No. 5 (Southern Jetty) used by Enichem Augusta for vessels 
up to 30,000 d.w.t. moored by stern for loading/discharging black/white 
products and chemicals. Depth alongside 30 ft. 

Berth No. 5 Bis used by Enichem Augusta. It is a steel island 
connected to Berth No. 5 for vessels up to 5,000 d.w.t. for loading/ 
discharging black/white products and chemicals. Depth alongside 21 ft. 


Esso: Pier No. 1: Length of pier about 1,050 m. Heading 110°. 

Berth No. 6: Used only by bunker barges. 

Berth No. 7: For vessels up to 10,000 d.w.t. with LOA 197 ft. — 525 ft. 
Depth of water 35 ft. Pipe-lines with connection of 6 in. Loading rate 
150 t.p.h. — 900 t.p.h. Loading of gasoline, gasoil, bitumen, fuel oil. 
Gangway ashore. Stern loading only. 

Berth No. 8: For vessels up to 38,000 d.w.t. with LOA 197 ft. — 820 ft. 
Depth of water 35 ft. Pipelines with connections of 8 in. Loading of 
fence JP/5, benzine and bitumen. Loading rate 165 t.p.h. — 900 t.p.h. 

angway ashore. Deballasting pipeline available for all berths. Diameter 
14 in., rates from 700 to 2,000 t.p.h. Shore capacity 20,000 tons. 

Pier No. 2: Length of pier about 1,150 m. Heading: 110° ending in a 
steel platform. Large tankers discharge crude oil on either side of the 
platform at rates of up to 6,000 t.p.h. 

North side, No. 10, receiving tankers up to 90,000 d.w.t. with LOA 
230 ft. — 909 ft. Depth of water 51 ft. Loading of gasoline, gasoil, fuel 
oil, lube oil. Connections: 6 in. for bunker, 10 in. for black and white 
products, 10 in. for lube oil. Gangway ashore. 

South side, No. 11, depth 54 ft., receiving tankers up to 140,000 d.w.t. 
with LOA 504 ft. — 974 ft. Depth of water 54 ft. Loading of all products 
as No. 10 except lube oil. Connections 10 in. No night-time movements 
for vessels over 60,000 g.r.t. 

At about 400m. from end platform 
platforms(Berths No. 9 and 12). 

Berth No. 9: Receiving tankers up to 10,000 d.w.t. with LOA 197 ft. -- 
469 ft. Depth of water 26 ft. Loading of gasoline, gasoil, fuel oil, lube oil. 
4 pipelines with connections of 6 in. — 24 in. 

Berth No. 12: For tankers up to 12,000 d.w.t. with length 213 ft. — 
492 ft. Depth of water 28 ft. Connections of 6 in. Loading of same 
products as No. 9. Alongside the pier pipelines are of diameter of 18 in. 
to 24 in. for crude oil, 16 in. to 20 in. for fuel oil, 14 in. for diesel and 
gasoil, 10 in. for kerosene, 8 in. for gasoline, 10 in. for naphtha and JP4. 
There is also a 14 in. pipeline for deballasting and 8 in. lines for lube 
oil. All berths are provided with gangway. At Nos. 10 and 11 vessels 
may use wire ropes only if the eyes are made of either manila or nylon. 
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there are 2 smaller 


> 
Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng, 


Unicem: A finger jetty. Berth Nos. 13 and 14 with depths of 234 

by small vessels carrying cement in bulk. Operations are yj." 
conveyor-belt system, with a handling rate of about 300 tons po 
Berths No. 13 Bis and 14 Bis recently completed but not yet in. 


N.A.T.O. Pier: Berth Nos. 15 and 16 in depths of 35. and 
respectively. Used for loading and discharging petroleum 4 
being a Navy jetty, berthing is subject to priority being given bh 
requirements. 


SELM-Priolo: Supertanker Jetty: For vessels up to 420,000 OW 
Nos. 17 to 24 at SELM Jetty; Berth Nos. 25 and 26 at Steel Isiang 
No. 27, for vessels up to 20,000 d.w.t. which are moored by the 
and secured to 4 buoys with bow anchors down. Berth used for 
and petroleum products. All the berths have a deballasting Doe 
Connections: 16 in. for crude and 8 in. for products. 

SELM concrete jetty: Both dry and liquid chemicals are 
this jetty. Berth No. 28, for small vessels whose length is not mo 
80 m. moored by the stern. Berth No. 29, for vessels up to 20,0094, 
Berth No. 31, for vessels up to 30,000 d.w.t. Bagged cargo at are 
2,000 tons per day, and bulk cargo up to 4,000 tons per day, jou 
discharge. Berth No. 30 used by bunker barges. Berth No. 32, fos 
tankers only. 

Berth Max. Draft 
(ft.) 
13.01 
22.06 


Max. Diy 


e 
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ENICHEM — ANIC: (Carichi Liquidi): Is situated in Priolo’s @ 
Chemical products are handled. Berth No. 33, for vessels up toi! 
d.w.t. Berth No. 34, for vessels up to 15,000 d.w.t. Berth No. %; 
No. 36 used by small vessels only. 

Also see “Shipmaster's Reports”. 


Santa Panagla: Berthing Procedure at /.S.A.B.: At all berths ves 
are berthed so as to head outwards. The vessel approaches the® 
almost perpendicularly to the pier and with the aid of tugs (gene 
for a VLCC) and swung seaward, to approach the berth with ana 
of about 45°. When at safe distance from the berth and almost in post 
the vessel is then swung parallel to the berth and pushed alongs? 

No anchor is used, however, both must be ready for any emen# 
The following are the maximum landing speeds: 

Berth No. 1: 25,000 d.w.t., 22.5 cm./sec. 

50,000 d.w.t., 17.0 cm./sec. 

10,000 d.w.t., 25.0 cm./sec. 

30,000 d.w.t., 30.0 cm./sec. 

250,000 d.w.t., 14.5 cm./sec. 

50,000 d.w.t., 21.0 cm./sec. 

385,000 d.w.t., 13.5 cm./sec. 

50,000 d.w.t., 21.0 cm./sec. 

Cautionary Advice: Masters are cautioned that prevailing sty 
winds and the resulting swell can affect their stay alongside! 
therefore very important that vessels, particularly high freeboat® 
pay particulary attention to moorings. The most efficient moony 
all wire moorings — mixed moorings of different stretch characte 
and breaking strain should be avoided, particularly in breast line! 
springs. 

Moorings reeled on winches must be held by brakes hardened! 
full torque. No self-tensioning devices should be used. The moon’ 
be reeled in such a direction as to assist the break. Where spit? 
winches are used, a maximum to 2 layers should be on the 
drum when the mooring reaches the shore bollard/mooring hooks 
must be in good condition. } 

There are limits applicable to freeboard from a windage point oe 
This together with maximum operable wind speeds will be ds# 
with Master's of VLCC by a Terminal Supervisor. The vessel ™ 
held firmly against the fenders at all times. It is unnecess3}) 
dangerous to slack away lines, even if they appear taut, if the st 
not hard against the fenders. 

The minimum recommended is 2 spring lines and 2 breast ™ 
each end. 

Operator: Industria Siciliana Asfalti and Bitumi (ISAB). 

The terminal is situated 6 miles South of Augusta, 5 miles No" 
Syracuse, Sicily. The Marine Terminal is connected to the 
storage through 5 lines for LPG and 18 large diameter poe 
Crude and Products which allow for high unloading and loadig 

All berths are equipped to ensure rapid and safe operations 

Clean and dirty ballast discharge facilities, including ballast ®™ 
tanks of 100,000 cu.m. (0.6 million barrels) are available. é 

A sheltered harbour accommodates service boats and 3 
2,000 h.p. tugs are permanently available. ; 

When more tugs are required, additional units are supp 
nearby Augusta. P| 

Bunkering facilities are available on all berths and sea-gol a 
are operating from the Terminal and from a sheltered harbour 
for bunkering purposes. 


Berth No. 2: 
Berth No. 5: 
Berth No. 6: 


oS 
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oy Transhipment: The marine facilities are also suited for 
me Sent from ULCC-VLCC to smaller tankers better fitted to serve 
weyinery and/or pipe terminal locations in the Mediterranean and 


a and Product Storage: 8 tanks are available for incoming crude 

™ pial capacity of 800,000 cu.m. (5 million barrels). 

4 fnished (intermediate) product storage enables the operation of 
when upstream sections are not available for short periods 

w Syrbutes to Refinery flexibility. 

Jar there is large storage of fuel oil and gas oil fractions and 

: fuel component storage tanks. 

“val intermediate storage in 27 tanks, amounting to 431,000 cu.m. 

-+ milion barrels). i ; 

“shed product storage is in 38 tanks of various grades with a 

gay of 825,000 cu.m. (5.2 million barrels). 

iyther 42,000 cu.m. (0.25 million barrels) are held in Refinery 

Inks. 

eas water is available close to the shore at the jetty side. The 

facilities consist of a finger with 5 berths having the following 

. and restrictions: 

No. 6: Vessels of minimum 18,000/max. 600,000 d.w.t. 

| 


° 


wy LOA 1,200 ft. max. draft 78 ft. For unloading crude and loading 
#e, No. 5: Vessels of minimum 18,000/max. 250,000 d.w.t. 
yw LOA 1,200 ft. Max. draft 78 ft. For unloading crude and loading 
ol, gasoil and gasoline. — 

seth No. 1: Vessels of minimum 5,000/max. 55,000 d.w.t. Max. LOA 
ot Max. draft 42 ft.6in. For unloading crude and loading all 


ano. 2: Vessels of minimum 10,000/max. 30,000 d.w.t. Max. LOA 
@f. Max. draft 36 ft. For unloading crude and loading all products 
| sept LPG. 

i‘ No. 7: Vessels of minimum 500/max. 3,000 d.w.t. and LPG 
ers of minimum 500/max. 1,500 d.w.t. Max. LOA 320 ft. Max. draft 
it For loading all products. 

iso see “Shipmaster’s Reports”. 


gncem-Magnisi: Sea berth, stern mooring for loading crude oil — 
ox 22,000 g.r.t. Draft 36 ft. 
iso see “Agent's Report”. 


fEVEDORES: Available from Compagnia Lavoratori Portuali. 

| MANES: Heavy Lifts: Floating cranes with lifting capacity of 20 tons — 
| tons at a distance of 27 m. — 12 m. are available. 

®DICAL: Medical and hospital facilities available. Vaccinations done 
toard. Advance notice preferred for assistance required on arrival. 
'WKERS: See “Agent's Report” for accomplishments required before 
fering the Harbour and “Berthing” for facilities. 

| petroleum product carriers, chemical and gas tankers calling at 
\qusta for loading or discharging must confirm, by cabling the Harbour 
laser, that the responsible officers taking care of loading/discharging/ 
‘wding operations, fulfil the requirements according to IMO Convention 
0W78 and are in possession of relevant valid certificates. 

ENSITY: 1025, however it may be reduced by heavy rain. 

RESH WATER: Good quality potable water available by barges. 

“EL: All grades available by pipeline or barge at anchorage, 
tw. draft 65 ft. 

= Esso, Agip, |.P., Shell, Mobil and Gulf. 48 hours notice 


sured. 
WNSULS: 

enmark Tel: (0931) 977470. 
Uoeria Tel: (0931) 975341. 
Norway Tel: (0931) 978544. 


‘PAIRS: Not permitted to tankers while alongside refineries jetties, 
"be carried out, while at anchorage, subject to Harbour Master's 
“orsation. If repairs to engine or it will affect the proper use of engine 
"any way restrict the capability of manoeuvring the ship, continuous 
‘fuat assistance may be imposed. Light steel, carpentry and routine 
“enance is available from small local shipyards. Also electronic and 
‘ncal services. 

"DOCKS: One floating dock, length 105 m., breadth 17.10 m., lifting 
_ S0ty 3,000 tons. Ships up to 5,000 g.r.t. can be moored alongside 
‘ty dock for light repair operations. 

rm toating dock, length 115 m., breadth 22.0 m. Lifting capacity 
“tons, 

*AVEYORS: Available. 

“NGWAY/DECK WATCHMEN: Employment of shore watchmen 
Tan: Employment of shore fire guards advisable. 

TRTOMCLOSING HATCHES: Normally by ship’s crew. 

fer ALLOWANCES: 40 cigarettes and 1 opened bottle wine/ 

an. 
PATRIATION: No difficulties. 
Sn : Nearest at Catania, can be reached in 40 minutes (distance 
"by car). Daily flights to Rome and Milan for international 
wens. Weekly flights to North Europe capitals available. 
“=: GMT plus 1 hour. Summer time, last Sunday in March to last 
oun, in September, GMT plus 2 hours. 

AS Tankers not affected. 1st January; Easter Monday; 
Mucemetn May; 15th August; 8th December; 25th December. 
Eig RE/AMBULANCE: Boundary and Immigration Police, 

m merce (Carabinieri), Tel: 112; Ambulance, Tel: 971122; Fire, 


cine ONES: Situated at all berths, not for private use. No direct 
WORE (Lt to vessels. 
a: Immigration Police issues shore passes to permit the 
crew 4 i 
"Seaman's and passengers. Crew members require Passport 
‘gRICATION CARDS: Shore passes given by Immigration Police. 
| Shwe Garbage removal: Compulsory service on arrival and every 
| iS thereafter, 
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ITALY 


SHIPMASTER’S REPORT: June 1982. 

If landing a sick crew member, Pilot will board and vessel anchors inside 
the breakwaters. Harbour Master and assistant boarded to check that 
ship's certificates all valid. All usual entry papers required except Crew 
Declaration and Stores List, but total quantity of cigarettes required. 
Crew Lists on IMO Fal Form 5. Cables sent to Agents on Sundays and 
holidays should include Telex number in address otherwise they are not 
delivered until the next day. 

We were anchored about 1.5 hours and the Pilot stayed on board. It 
was necessary to send ashore some crew members to assist with the 
stretcher, but they brought it back with them. 

EEC Tanker Check List required. 


SHIPMASTER’S REPORT: April 1985. 

Radio Pratique: Send radio message, 12 hours prior to arrival to 
“Sanimare Siracusa”. 

Pilotage: Pilot boards 1 mile North of Cabo Santa Panagia and is 
contacted by VHF Channel 14. Call sign is “Siracusa Pilots”. 

Fresh Water: Water is available by barge from Augusta so advance 
notice required. 

Repairs: Normal repairs, but no welding can be carried out alongside. 
Fuel: Bunkers are taken via pipeline when loading/discharging. 
Officials: All Officials come from Siracusa (Syracuse). 

Ship Chandlers: Available. 


SHIPMASTER’S REPORT: February 1987. 
Vessel: 95,000 d.w.t. 
Berth: Santa Panagia Oil Terminal (formerly Mellili). 
Pilot boards to anchor the vessel. He boards about 1 mile N.E. of 
Santa Panagia. The anchorage is in deep water, bottom mud and clay. 
After anchoring, Agent boards with Harbour Master to check vessel's 
documents. As is usual at Italian ports, 3 firemen live on board. 
1 tug each end, 2 ship's lines, 1 tug pushing, their lines taken ashore 
by boat. Tugs are paid by the hour (i.e. 1 hour 5 mins. = 2 hours’ pay). 
Shore passes required and shore leave is by boat to boat harbour. 
Ship's stamp required on all documents. 


SHIPMASTER’S REPORT: May 1987. 
Port : Priolo. 

Vessels are directed to proceed to Santa Panagia Bay by the Agent. 
It comes under the jurisdiction of Siracusa. Pilots are picked up at 
Siracusa or off the berth. This appears to be dependent on what berth 
movements there are. 

Anchorage is close off the berth or in Siracusa Bay. Vessel is charged 
for anchorage whether used or not. 

There are no known restrictions at the berth. 

Stores appear to be a considerable problem, due to Customs 
Regulations, so cancelled our requirements. Laundry was very 
expensive. 

Shore leave is by launch from ship. No walking along jetty is allowed. 
Passes are supplied by Agents. 

Master or his deputy must visit Harbour Master's Office to sight and 
sign for having seen Italian Notices to Mariners. 


SHIPMASTER’S REPORT: October 1987 (Updated February 1988). 
Documents: 

6 copies Crew List. 

2 copies Crew Declaration. 

2 copies Manifest. 

1 copy Health Declaration. 

1 copy Arms and Ammunition List. 

6 copies Cargo Manifest. 

All Passports. 

The port is a naval port and tends to be very strict with documentation. 
All the certificates are to be sited by the Harbour Master and a deck 
officer before they are taken ashore to the Harbour Master's Office. 
Shore passes are issued. 

Charts: B.A. Charts No. 966 and 1941. 

Approaches: Mount Etna is often seen visually at about 60 miles. It is 
behind Catania about 20 miles to the North of Augusta. The Catania 
area often shows up on the radar at over 70 miles. Cape Spartivento is 
a good radar target at 80 miles. 

In the vicinity of Augusta, Siracusa and Cape Morro Di Porco have 
proved to be good radar targets at over 40 miles. 

There is a Racon (G) on the North beacon (green) at the main 

breakwater entrance. 
Pilotage: Pilotage is available throughout 24 hours. Daytime movements 
only are carried out at certain berths. If vessel has to await berthing she 
can always anchor inside the breakwater. The pilotage service is good 
and efficient. Many traffic movements take place in the port. 

The Pilot boards from a fast black hulled ‘Speedcutter’. If the weather 

is good he will board 0.5 miles outside the breakwater and if the weather 
is poor he will board inside the breakwater heads. VHF Channel 12 is 
used for communicating with the pilots. He may also be contacted 
through the Port idle telex (Telex No. 0043912336 COMPAU 1). 
The Pilot requires an EEC Tanker Check List. Overtime rates charged 
between 1900 hrs. and 0800 hrs. 
Anchorages: The anchorages off Augusta are generally poor, especially 
in bad weather as the bottom shelves rapidly and the holding ground is 
poor. The best anchorage for large vessels is about 100° T at a distance 
of one mile from the Southern Breakwater entrance (anchorage is 
prohibited within 1 mile of the entrance). Small vessels anchor in the 
northern area near Porto Xifonio. A favoured anchorage area for large 
vessels away from Augusta is at Bahia Dis Panagia which is about 
4 miles South of Augusta. The alternative area is in the Bay of Simeto 
which is about 6.5 miles South of Catania. This Bay is open and the 
holding ground is quite good, thereby allowing vessels to drag safely. 
In February 1988 the coastguard moved us away and told us that only 
Catania or Augusta could be used for waiting. 
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Vessels nominated to berth or for services (bunkering, stores, etc.) 
anchor inside the breakwater and under Pilot's guidance. Small vessels 
use Waiting Area “A”. Vessels can drag in strong winds so a second 
anchor and engines to be kept in readiness. 

Health: Vessels are to request “Free Pratique” from Sanimare Augusta, 
Telex No. 0043 970817 AUG RT, 24 hours before arrival or earlier if 
arriving from a nearby port. The vessel is to answer standard World 
Health Declaration questions. The agent will confirm Free Pratique 
before the Pilot boards. Free Pratique not necessary if from EEC country. 
Tugs: Many tugs available. Ship's lines are used. 
For Tankers, the following applies: 
GRT 500—-— 2,000 inward 1 tug 
2,000 — 5,000 inward 1 tug 
5,000 — 12,000 inward 2 tugs outward 1 tug 
over 12,000 inward 2 tugs outward 2 tugs 

For Dry Cargo vessels under 5,000 G.R.T. no tugs required inward 
or outward. 

If over 5,000 G.R.T. the table above applies. 

Berthing: The port is mainly for oil products and gases. There is one 
berth for fertilisers near the Southern Breakwater. All berths in the port 
are numbered. 

For gas products Pontile Montecantini, just outside Augusta South 
Breakwater, is used and it handles all gas products. 

Pontile Super Petrolier (Berth No. 18 — inner North side) which is just 
South of the Military Pier also handles gas products. All berths are well 
fendered. Mooring boats are used. 

At Pontile Montecantini which is well exposed in the Winter the 

moorings consist of 2 head/stern lines, 2 breast lines and 2 springs each 
end. Vessels berth head out at all piers. At Pontile Montecantini vessels 
berth on either side, the North side berth is No. 34. The use of the pier 
gangway is compulsory. It is used by pier personnel only. The offshore 
anchor is used when berthing. 
Cargo: Pontile Montecantini Pier - Priolo: Vessel required to nitrogen 
purge to less than 0.2% and less than —50°C dewpoint in 13 hours 
(2,756 cu.m.) at about 1,000 cu.m.p.h. The surveyor was not often in 
attendance, the ship's staff did all the monitoring. 

The propylene Chicksan is 6 in. with a 6 in. vapour return to shore 
flare. 

Shore maximum loading rate 250 t.p.h. Temperature in tank —46° C, 
giving a manifold temperature of —44°C. The shore minimum rate for 
cooling down is 20 t.p.h. The requested supply rates adhered to quite 
closely by the terminal. Only a little English was spoken by the jetty 
staff. There is a shore stop for minimum/maximum. 

Pontile Super Petroliere: For LPG mixture, Propane 25%, Butane 
75%. 

Hydraulic Boom/hose arrangement is 6 in. 300 ASA with 2 in. vapour 
hose attached. Shore reducer supplied, shore labour connect/disconnect 
hoses. Max. rate 200 t.p.h. Temperature LPG mix —4°C. Density 0.5667 
at 15°C. Ship stop only. On presentation of Bill of Lading, watch 
difference; we were presented with shore/ship difference of 45 tonnes 
for discharge Tripoli, Libya. Understand this happens from time to time. 
Fresh Water: Fresh water is available by barge throughout 24 hours at 
all berths. Any quantity of water can be supplied at a fast pumping rate 
using the barge hoses. 

General: Boat service is provided by calling on VHF Channel 10, give 
the vessel's berth number or anchorage position. This is the only way 
to get ashore as walking down the piers is not permitted. 

hore passes are required. 

Bunker barges are operated on VHF Channel 9. They are suitable for 
cele large tankers but are very awkward when supplying small gas 
vessels. 

There are numerous ship chandlers available at the port, the produce 
is good and the prices are reasonable. 

As this port is a Naval port it is under very strict control of the Military 
Harbour Master. They monitor gas vessels very closely. 

Daily rubbish collection is compulsory. 

The nearest airport is at Catania which is about 20 miles to the North. 

assis board after the Agent. Immigration matters now carried out 
ashore. 


outward None 
outward 1 tug 


SHIPMASTER’S REPORT: August 1991. 

Vessel arrived at Santa Panagia Bay and was due to berth at ISAB 
Berth No. 5 at Priolo. 

Vessel used the compulsory pilot for less than 0.5 nautical miles 
before dropping anchor 1.4 miles East of the ISAB terminal. 

The vessel was asked to arrive in a gas-free state to load 59,000 
tonnes of Gas Oil. 

Cargo inspectors boarded the vessel and declared her fit for loading, 
after which the tanks were inerted but vessel did not berth immediately 
due to berth congestion. 

Once alongside ISAB Berth No. 5 tanks were again dipped for water. 

One loading arm, reduced to 16 in., was connected and loading of 
Gas Oil started. 

An average loading rate of 1,930 cu.m./hr. was achieved, even though 
vessel was able to receive at up to 5,000 cu.m./hr. The shore line is 
6 km. in length and has a diameter of 22 in. Density of the Gas Oil was 
0.8590 at 15°C. 

ISAB Terminal operates on VHF Channel 9 for ship/shore 
communications but we were advised that the quickest way of attracting 
attention was to speak to the terminal staff keeping a watch on the 
loading arm on the pier. This seemed to be true as even in an emergency 
there was no response on Channel 9. 

Boat service to the shore has to be arranged by the ship. The journey 
time is about 20 minutes. Boat service is expensive after 1800 hrs. and 
on holidays. For this reason, provisions are also expensive. 

A garbage collection boat calls on every ship daily. This is a 
compulsory service arranged by the port. 

On completion of loading, vessel went to anchorage and waited over 
10 hours for documents. 
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The following is a copy of a telex received from a shi 


February 1980. 
From: Seafox — Shipping Agents and Bunker Brokers. 


Via Garibaldi, 3/5. Phones : 
BONMAR I. Cable: Seafox Augusta TIx. 970072. 96011 
We are acting as Shipping Agents in Augusta-Siracuse- 
ports and in this connection we take the liberty to advise 
ordinance issued by Ports Authority in Augusta and Siracuse 


order to be able to inform through your good publication 
over the world. 

Port Information: 
According to instructions issued by European Economic 


No. 79/116, please be advised that Augusta Port Authority | 
new Ordinance, to apply immediately, as follows: 


Quote: 


All Masters of petroleum-gas-chemical tankers, having dwt mn 
and over, with full or partial cargo or in ballast and not Qas-free, By 


-_ 
Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng, 
AGENT’S REPORT: 


ip's % 
(0931) 977470-978544. Tele mn 


§¥ 
Meili ¢ 
YOu dy 


wel 


Comm 
nod, 


entering or leaving Italian ports must comply with following r 


1. In due time, before entering territorial waters adjacent to they 


cable via Romaradio to their Agents: 


(a) Ship's name and call letters. 

(b) Ship's flag. 

(c) Length and draft. 

(d) Destination port and ETA. 

(e) Quantity and quality on board. 

(f) If ship carrying chemical products in bulk, Map 
declaration to be in possession of safety equipmen; 
construction certificate to carry chemical products in) 


according to IMO Code. 


appropriate certificate, according IMO Code. 


2. On Pilot boarding vessel, Master must submit following ( 


List, duly filled, to the Pilot: 


(a) 
1 


ONOMAwWN 


9 
(b) 


(i) 


(ii) 


(iii) 


(c) Safety Certificates and other documents: 


(d) Master and Crew on board 


Unquote 


Vessel's details: 
. Ship's name. 
Flag. 

Owners. 

. Port of Registry. 

. Year built. 14. 

. Gross tonnage. 

Length. 

. Classification. 

. Call letters. 
Safety Equipment 


. Agents. 
. Draft forward. 
Draft aft. 


Quality. 
. Quantity. 


. Kind of propulsion. 


. Draft amidships. 
. Cargo (according to cargo plat 


Construction and technical equipment (Yes) 


Main engine and auxiliaries 
Main rudder apparatus 
Auxiliary rudder apparatus 
Anchor apparatus 
Fire fighting equipment 
Navigation equipment 
Characteristic of available manoeuvrings 
First radar apparatus 
Second radar apparatus 
Gyro compass 
Magnetic compass 
Radio direction-finder 
Echo-sounder 
electronic equipment to determine 
vessel's position 
Radio equipment 
Radiotelegraphy apparatus 
Radio-telephone apparatus 
VHF apparatus 


Safety Construction 

Safety Equipment Certificate 

Safety Radio-Telegraph Certificate 

Safety Radio-Telephone Certificate 

Cargo Certificate 

Registry Certificate 

International Oil Pollution Liability 
Certificate 

Oil Record Book up to date 

Fitness Certificate to carry chemical 

shored in bulk according to IMO 

ode 


Fitness certificate to carry LPG in 
bulk, according to IMO Code 


Description of Title and Number — 
Date issued 
Place issued/country 


(Valid) (No 


” 


” 


(g) If ship carrying chemical products in bags or liquid ~ 
containers, Master's declaration to be in possession 9: 


B58 EF #882 


Valid From 


Master First Engineer 
Chief Mate Second Engineer 
Second Mate Third Engineer 
Third Mate Radio Officer 
Chief Engineer Pilot on board 


issued certificates? 


Remaining other crew members, deck and engine 
Date... ...ssncnee . 


Master's signature or Master's 


(if 


am 


for 
C 


Th 


Co 
(A 


. Propulsion apparatus-horsepow (3) 


(A 


S2SB88 Rmeesk 


_. . .BxaSGTFEP Las 


xindly instruct all Masters to comply accordingly in order to 
in entering the port. 
» | same regulations apply for Melilli Port (ISAB Terminal) except 
at of information which all Masters have to cable directly to 
Typamare Siracusa” via Romaradio in due time before arrival. 


years REPORT: November 1993. 
‘plowing information was supplied to a Master by the ship's Agent: 
& are Kindly requested to take good note of the below listed 
4 . mainly concerning the port services that are compulsory 
nose which are not. 
sepulsory services: , =a ; 
y Towage: Number of tugs to be employed for in-out shiftings is 
ydered by the Port Authority according to vessel's g.r.t. The towing 
commences, and is charged, from the time each tug arrives 
ide the vessel and finishes at the time the Master of the 
yessel notifies to the Master of each tug that assistance is no longer 
ired. Where feasible, the tugs’ employment is to be kept within 
ane hour in order to avoid a 50% surcharge that is debited to the 
yssel, even for exceeding 5 minutes over the first hour of 
ment. 

Tugs’ service vouchers must be carefully filled in, reporting for 
sach tug the name, the time of arrival alongside and the time of 
departure from the vessel. 

A great amount is involved, so please check carefully before 

ing vouchers. 
Number of tugs to be employed: 


Mooring Unmooring 
Vessel size No. of Tugs No. of Tugs 

From 501 To 1,999 1 - 

2,000 5,000 1 1 

5,001 12,000 2 1 

12,001 20,000 2 2 

20,001 30,000 3 2 

30,001 60,000 4 2 

60,001 100,000 5 3 

over 100,000 6 


3 

® Garbage Collection: Upon vessel's arrival, then every 24 hours. 
Service is charged whether garbage is collected or not. 

 Anti-Pollution Fences: Fences are fitted during the vessel's stay 
alongside the jetty, and are charged lumpsum according to the 
vessel's gross tonnage. 

w<ompulsory services: 

) Watchmen on Board: Charged per person employed per hour of 
employment and is expensive. 

%) Fire Watchmen: This service is not compulsory, provided ship's 

| staff in attendance during load/discharge operations. Service is 

charged per person employed per time of employment. When 
vessel chooses to use this service, we suggest to clearly ask for 
one fireman only. 
Please check carefully that service’s voucher reporting the 
number of firemen and the time of employment correctly. 


} IMPORTANT NOTICE. 
‘ese be advised that installations can accept dirty ballast, provided it 
"Snot contain chemicals and/or surface active products. No ballast 
®te discharged into port/sea waters, except where “SBT”, provided 
SBT" arrangements are duly reported on IOPP Certificate. 

‘ay case, deballasting ex “SBT” cannot take place without Harbour 
*ers permission. 

erally, port services’ overtime is effective from 1700 hrs. until 
Shs. next day, and overtime surcharge is 50% of the basic tariff. 
‘te fo Save expenses, please take into account the aforesaid times 
“ordering services like boating, etc. 

“tllations very often order the shifting of vessels to piers to take 
me at 0700 hrs. or 0800 hrs., which means that all port services 
ed for the said shifting will be charged at overtime rates. Such 
*me can be avoided by delaying the vessel's moving by an hour, 
"Ss when feasible. The Master is to advise Pilot Station by VHF in 
“sce about vessel's readiness to move. 

“not hesitate to call Agent for any further information you may need, 
rel as when you are not clear about vouchers submitted to your 
Pitself for Signature, bearing in mind that once signed, owners and 
coal obliged to settle the accounts. 


ee to be sent to “Compamare” by Chemical Tankers and Gas 
a : 

 emical tankers and/or gas carriers calling Augusta to load and/or 
»"@fge dangerous cargoes in bulk, to cable/telex 48 hours to 
wn Augusta”, as well as to the Agents as per the herebelow 


re 
é ome Augusta Telex No. 972336 


meals Name/flag/call sign/g.r.t./d.w.t./LOA/max. draft/year of built. 
Augusta Pilot Station. 
‘en's name. 
“song of call: 
aecharge: Commodity/U.N. number/class/stowage/quantity 

: ank. 

38) To load: Commodity/U.N. number/class/stowage stating for 
®ach tank quantity to be loaded/last cargo carried/U.N. number/ 


ss/whether tanks empty, clean and gas-free or containing 
‘ortoraad and/or washing waters to be disposed ashore/or clean 


ae 
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Cargo in transit, if any state: Commodity/U.N. Number/class/quantity/ 
stowage. 
CLC: Number/expiring date. 
Paris Memorandum: Date of issue/outstandings if any. 
COF or ICOF: Expiring date. 
Class Certificate (hull and machinery): Number/expiring date. 
Last port of call: Place/country/sailing date. 
Statement: 
“All ship's Certificates are in course of validity, stating efficiency 
load/discharge equipments and vessel's safety services in 
accordance with Art. 6, Ordinance 11/87. | assure commencement 
of commercial operations only after Harbour Master's permission 
and to comply with Port Safety Rules. | also declare that officers 
on duty to load/discharge operations holding Certificate of 
Competence as per STCW/78. 
Signed the Master (Name). 


Unquote. 
AGENTS’S REPORT: February 1994. 
Berths: 
Berth Side Products 

No. Operator Draft G.R.T Length alongside handled * 

ft. in. tons (m.) 
Maxcom Augusta 28 06 20,000 180 Stern Cc/D 

3 South Enichem Augusta 18 07 3,500 110 Port C/CH 
5 Testata Enichem Augusta 30 00 15,000 — Stem C/CH 
5 Bis Enichem Augusta 21 00 3,500 — Stern C/CH 
6 Esso Augusta 16 00 2,000 95 Stbd C/ID/IG 
x Esso Augusta 37 00 10,000 160 Stbd C/ID/IG 
8 Esso Augusta 3700 20,000 250 Port C/D/A 
9 Esso Augusta 28 00 7,000 143 Stbd C/D/UCH 
10 Esso Augusta 52 00 50,000 277 Stbd C/D/U/CR 
1 Esso Augusta 54 00 75,000 297 Port C/D/CR 
12 Esso Augusta 28 00 10,000 150 Port C/D/L 
13 Unicem Augusta 23 00 5,000 110 Stbd CE 
14 Unicem Augusta 23 00 4,000 100 Port CE 
18 Praoil Priolo 22 00 5,000 120 Stbd C/D/CH 
19 Praoil Priolo 40 03 25,000 220 Stbd C/D/CH 
20 Praoil Priolo 65 00 130,000 350 Stbd C/D/CR 
21 Praoil Priolo 66 08 220,000 380 Port C/D/CR 
22 Praoil Priolo 42 00 25,000 220 Port C/D/CH 
23 Praoil Priolo 23 00 5,000 120 Port C/D/CH 
25 Praoil Priolo 42 06 45,000 250 Stbd C/D/CH/G 
26 Praoil Priolo 37 06 25,000 205 Port C/D/CH/G 
27 Praoil Priolo 34 00 20,000 200 Stem CH 
29 Enichem Priolo 29 06 15,000 160 Stbd F 
31 Enichem Priolo 31 06 20,000 160 Port F 
32 Enichem Priolo 11 06 1,000 65 Port G 
33 Enichem Priolo 18 01 1,600 95 Stbd G 
34 Enichem Priolo 26 00 5,000 160 Stbd G 
35 Enichem Priolo 27 00 8,000 160 Port G 
* Products: 

C = Clean Petroleum Products. 

D = Dirty Petroleum Products. 

CH = Chemicals. 

L = Luboils. 

A_ = Asphalts 

CR = Crude 

G = Gases. 

CE = Cement. 

F = Fertilisers. 


All above berths located in Augusta Inner Roads, except for Piers 
No. 33/34/35, which are located in Augusta Outer Roads. 
Restrictions: 


Berth No. 2 : Berthing daylight only. 
Berth No. 5T : Vessels over 5,000 g.r.t. berthing daylight only. 
Berth No. 6 : Berthing daylight only. 


Berths No. 10/11 : Manifold air draft restriction 17.50 m. 

Berths No. 20/21 : Manifold air draft restriction 19.80 m. 
Garbage Service: Compulsory. Garbage collected daily by motorboat 
of authorised company. 
Arms and Ammunitions: \n case of arms and ammunitions being held 
on board, prompt notice to be given to Agent prior to vessel's entrance 
into Italian waters. 


AUTHORITY: Capitaneria di Porto, 96011 Augusta. Tel: (0931) 978922, 
978695, 978616. Telex: 972336. FAX: (0931) 978009. Contact: Captain 
Pietro Trovato Gangemi, Port Commandant. 


BAGNOLI: 40.48 N. 14.10 E. (See Plan) 


DOCUMENTS: An arrival report containing vessel's main particulars and 
data of certificates has to be filled in by Port Officer upon arrival. 

5 Crew Lists. 

5 Passenger Lists. 

Stores List in duplicate. 

International Health Declaration. 

Cargo Manifest. 
PILOTAGE: Bagnoli Pilot is permanently on watch as from 0600 to 
0600 hrs. Usual Pilot position is Lat. 40° 47’ 30” N., Long. 14° 08’ 10” E. 
Pilotage is compulsory for vessels over 500 g.r.t. for anchoring or 
entering the port. Permanent watch is maintained by pilot station on VHF 
Channel 9 and/or 12. Vessel requiring Pilot may also use other 
international signals, such as flag, morse/sound letter “G”. When in port 
vessels to give pilot station 1 hour's notice for any service required. In 
the event of bad weather (Bagnoli area is mainly exposed to S.W. winds) 
vessels to shift out of piers or to change anchorage to Baia Roads 
(sheltered natural bay 3 miles from Bagnoli in a Westerly direction). 


1005 


- 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng 


ANCHORAGE: Depth of safe anchorages in Bagnoli area and in Baia 
Roads ranging from 20m. to 45m. — sandy bottom. Anchorage is 
allowed in the line from the lighthouse of Nisida Island to the lighthouse 
of C Miseno. 

RESTRICTIONS: Vessels can enter port at any time of day. No 
restriction for night departures. 

MAX. SIZE: See “Berthing”. 

HEALTH: Free Pratique can be requested via radio cabling to Health 
Officer of Naples. Cable address: Sanimare, Naples. 

RADIO: Naples Radio. 

TUGS: Presently no tug available, if required they come from Naples. 
Time taken approximately 2 hours. 

BERTHING: /ta/sider Ore/Coal Discharging Pier: Two berths available. 
Pier length 357 m. Berth accommodation length 200 m. — max. draft 
allowed when berthing in Westerly direction is 41 ft. 6 in. — max. draft 
allowed when berthing in an Easterly direction is 36 ft. with H.T. This 
pier is equipped with two turntable gantry cranes and conveyor belts. 
Ore discharging rate: 1,100t.p.h. Coal Hava ah rate: 900 t.p.h. 
All necessary stevedoring services are performed by Italsider with their 
own personnel. Cranes capacity: 32 tons. Fresh water available. 
Italsider Loading Pier: Equipped with 6 turntable cranes and rails — max. 
draft allowed on both berths is 10.5 m. Fresh water available. 
Federconsorzi Discharging Pier: Equipped with a fixed gantry crane 
and aerial ropeway for discharging of phosphates and pyrites. 
Discharging rate per shift of 8 hours — 450 tons. Max. draft allowed is 
5.40 m. Fresh water available. 

Tide Range: Approximately 30 cm. 

STEVEDORES: Available. Rate of discharge 1,500/1,700 t.p.h. 
FRESH WATER: Available from pier. Rate of delivery 20 t.p.h., or by 
barge. Vessels at anchor supplied with fresh water by barge from 


Naples. 

FUEL: All types available, always delivered by barge, normally oil 
companies require 48 hours notice. 

CONSULS: At Naples. 

REPAIRS: Small repairs undertaken. 

GANGWAY/DECK WATCHMEN: Recommended. 
OPENING/CLOSING HATCHES: Carried out by crew. 

CUSTOMS ALLOWANCES: (For entire duration of stay). Tobacco, 
co eyernee per crew member. Spirits: 1 bottle (opened) per crew 
member. 

TIME: GMT plus 1 hour Winter. GMT plus 2 hours Summer. 
HOLIDAYS: See “Naples”. 

POLICE/AMBULANCE/FIRE: Police 7602553; Ambulance 7520696, 
258044 (Ospedale S. Paolo); Fire 7330210 anc 7605353. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Required. 

GENERAL: Launch Hire: Vessels waiting at anchor for their turn may 
hire launch for crew shore leave and relevant service performed from 
0700 to 2400 hrs. 

The Port of Bagnoli is mainly used for the discharge of ores, minerals, 
coal and for the loading of steel products for account of the Italsider 
S.p.A., metallurgic industrial group of national interest, operating with its 
own shore appliances. Manufacturers of chemical products, the 
Federconsorzi of Naples, operate in the Port of Bagnoli also with their 
own shore appliances. 

AUTHORITY: Capitaneria di Porto di Napoli, Sezione Staccata di 
Bagnoli, Via Coroglio 10 Bis, Napoli. Te/: 7232272. Cables: Seziomare 
Bagnoli. Contact: Sandro Musto, Captain of the Port. 


BARI: 41.08 N. 16.51 E. 


DOCUMENTS: On arrival: 

5 Crew Lists. 

3 Provision Lists. 

3 Lists of Articles in possession each Crew member. 

Customs Documents. 

Cargo Manifests. 

Bills of Lading. 

Ship's Papers. 

Health Documents. 

On departure: 

Additional Declaration of Departure. 

PILOTAGE: Pilot boards vessels on arrival by motor-boat one mile N.W. 
of the head of the main breakwater. Pilotage compulsory for vessel over 
500 g.r.t. inward or outward, shifting vessels from one point to another 
in or out of port. The Pilot Office is located at Berth No. 13 (Tel. 080- 
5211507) and listens on VHF Channels 16 and 12. 

Pilot call: Letter “G" of International Code, Pilot attending day and 
night. For services from 1700 hrs. to sunset, or from sunrise to 0800 hrs. 
the dues are increased. 

ANCHORAGE: Good anchorage in all weathers, but precautions should 
be taken against winds from North. Rocky bottom covered by mud. Bad 
holding ground. Strong range in the port when bad weather. Anchorage 
usually allowed East side of Nuovo Molo Foraneo at a distance of about 
1 mile from shore. 

Prohibited Anchorage: Anchoring is prohibited near the port entrance 
and the point of union of the heads of the S. Cataldo Mole and the third 
arm of the New Foraneo Mole, due to the presence of underwater 
pipelines. 

From 1st June to 30th September, it is prohibited for all vessels to 
anchor in front of the Port of Bari, included between the land and the 
line extending 239° for 2.5 miles from the S. Cataldo Lighthouse. 
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RESTRICTIONS: Max. depth at harbour entrance 40 ft., Width 
Depth of water at berths from 33 ft. to 40 ft. a 
Night berthing and unberthing is restricted for vessels ©xCeEdin: 

g.r.t. because of the unavailability of the tugs. Only 1 tug is aval, 
24 hours a day and a second tug only between 0700 — 2200 hy 
with 24 hours advance notice. i ut 
MAX. SIZE: Maximum permissible length 800 ft. for oj te 
proceeding to oil pier. Max. draft 39 ft. 
HEALTH: Masters can request Free Pratique by radio by AD ph 
“Sanimare Bari”. Free Pratique automatic for vessels Coming dires, 
other Italian port, and “Q” flag not to be flown on entering. |p 
any suspected disease or fever on board, Master shou a 
Sanimare Bari, not permitting anybody to board the vesse, a 
doctor's inspection. 
RADIO: Radio Roma, call sign “IAR.” Bari Radio P.T. call sign } sl 
on 2182 kHz. and VHF Channel 16. i 
VHF: Port Captain's Office on Channel 16 from 0800 hrs. - 2p, 
TUGS: The use of tugs is optional. However, their use cante, 
temporarily compulsory on the instructions of the Maritime Authos 42 
certain types of vessels, taking account of the type of Cargo came 
well as in the event of unfavourable weather conditions or g ¢, 
requirements in the port and of vessels. 
The use of tugs for tankers over 1,600 g.r.t. is compulsory 
operations of arrival and sailing and manoeuvring inside te, ig 
Tankers from 1,600 g.r.t. to 5,000 g.r.t. use 1 tug, and tankers, yg 
5,000 g.r.t. use 2 tugs. re 
The service is provided by the Societa Rimorchiatori Napoletay, 14 
offices on Berth No. 8 (Tel. 080-219342), using tugs Of 1,100h), 
800 h.p. The tugs provide service from 0700 hrs. — 1900 hrs., angy 
on VHF Channels 6 and 12. tar 
After the hours of service, the tankers, moored at S. Cataldo) pe 
containing, or which have contained, oil products in Category "A, | 
alternatively: 
(a) Put into action the inertion plants for the tanks in que toy 
containing, or which have contained, the oil products, pm 
such plants are installed. (M 
(b) Use the available assistance service for the discharge opes 
provided by the tugs. an 
(c) Leave the berth, and proceed to the outer roads to awa De 
return again to the S. Cataldo Berth, when the tug » we 
recommences. an 
BERTHING: When specific side alongside berth is requi p 
stevedores, Agents radio Master prior arrival and advise Pilot Oe 
side alongside at Master's option after conferring with Pilot. Der 
piers 10 ft. — 47 ft. dependent location. No shore fenders aly mi 
quays. | 


BULK HANDLING FACILITIES: Grain discharge by 2 suction # 
rate of 90 to 100 metric t.p.h. each. 


CARGO HANDLING EQUIPMENT: 

Electric jib cranes on rails on the Eastern (Levante) Berth: 
2 x 6/7 tons capacity. 
2 x 6/15/24 tons capacity. 

Electric jib cranes on the Deposito Franco Berth: 
2 x 3 tons capacity. 


Berth Length Depth Remarks Ok 
(m.) (m.) FF 
Molo Pizzoli 400 3.0-—4.50 Fishing vessels of 
Molo S. Vito No 
No. 1 _— 3.00 m 
No. 2 153 5.00 ; FA 
No. 3 120 6.00 | Ferries ot 
No. 4 273 5.00 
Banchina 
Dogana 250 4.25 Small vessels 
Banchina Capitan 
No. 5 5.00 
No. 6 5.00 | Cargo and passenger 
No. 7 } 300 5.50 vessels Rt 
Vecchio Molo Foraneo H 
No. 5.80 Pilots, tugs, cattle hold] op 
No. 9 380 a etait 2 
No. 10 5. 
Molo Ridosso (Esterno) Avamporto O 
No. 12a} 280 © "934 ‘| Waiting a 
Molo Ridosso (interno) he 
No. 7.62 : 
No. 12 } 280 792 } Naval vessels, fernes g 
Banchina Deposito Franco * 
No. 13 9.14 
No. ia. }--300 8.53 : 
Banchina Mezzog 
No. 15 175 9 Large passenger and @ ; 
Banchina Levante vessels, free zone, sit r 
No. 16 9.15 
No. 17 470 9.15-9.75 7 
No. 18 9.75 be 
Nuovo Molo Foraneo Hi 
Nos. 19 — 23 570 7.31 nas gt 
Nos. 24-25 200 7.31 pila laying-up, bla 
Nos. 26-28 300 8.83 k 
Nos. 29 — 31 300 13.00 
No. 31a 300 14.00 _ | Supertankers 
Molo S. Cataldo an 
No. 31 bis 10. x 
No. 32 10.00 i i ing 12 
No. 33e 630 9.50 | Cees 
No. 33i 6.50 P % 
No. 34 4.30 = 
a 
By 
ce 
8, 
& 


ten capacity. 
., $90 tons capacity. 
450 tons capacity. 


) 
; sons capacity with telescopic spreader for 20 ft., 30 ft. and 
40 ft. containers. 
.. g7 tons capacity with spreader for 20 ft. and 40 ft. containers. 
{4 tons capacity. 
,f2tons capacity. 
+, §5tons capacity. 
+, 4tons capacity. 
px Stons capacity. ; : ; A 
RES: Important to give ETA in good time. Normal working 
winter time (weekdays), 0800 — 1200 hrs., 1300 — 1700 hrs. 
j) AtYS. 0800 — 1300 hrs. Summer time (weekdays), 0800 — 
gprs. 1400 — 1800 hrs. Saturdays 0630—1300 hrs. 
Same: From 0600 — 0800 hrs. the tariff to be increased 25%; 
' gp- 1300 hrs., 50%; 1700 — 2000 hrs., 25%; 2000 — 0600 hrs., 70%. 
zy handling pieces over 1,000 kilos, increase of 50% on the tariff. 
' «pnealthy work, increase of 30% on the tariff. 
gday. From 2400 — 0800 hrs. the tariff to be increased 100%; 
1200 hrs., 50%; 1400 — 1800 hrs., 50%; 1200 — 1400 hrs., 100%; 
)- 2400 hrs., 100%. 
‘AL: Not necessary for Agents to receive advance notice of 
medical attention. Hospital facilities available. 
4WKERS: Not allowed to do any degassing of tanks or any kind of 
eurs to vessel without Harbour Office permission. 
seaning and degassing of tanks not allowed in port. Inspection of 
wars and gas-free certificate can be obtained. Only clean ballast can 
| sdscharged in port. 
dameter of load-discharge pipelines at oil berth are: 
2a, 16 in. and 12 in. pipeline for crude oil; 12 in and 18 in. pipeline 
. yueloil; 8 in. pipeline for gasoil; 8 in. pipeline for gasoline. 
tude oil discharged to Stanic Refinery from Berths No. 31 and No. 4 
wo Foraneo) suitable for tankers up to 39 ft. draft. 
| hel and other refined products discharged at Berth Nos. 31, 32, 33 
ka) 
.| walasting Facilities: There is a shore capacity for 6,500 tons of ballast 
:/@ All S. Cataldo Berths are served by a common 12 in. deballast 
% On each berth a dirty product arm is used for deballasting line 
wtaly made of concrete), the normal deballasting rate is 250 t.p.h. 
‘ymaximum pressure being limited to 42 p.s.i. 
ty this reason it is suggested to arrive at berth with minimum safe 
woeuvring ballast quantity. 
slop facilities are available. 
ENSITY: Salinity 36%. 
SESH WATER: Available at all berths, except Molo Pizzoli, at a rate 
/Mtp.h. Good drinking water supplied by Ente Acquedotto Pugliese. 
tbarge available to carry water in the harbour and in the roads. Tugs 
mde used for this purpose. 
‘EL: Available, 3 days advance notice required. 


YNSULS: 

fustria Germany Portugal 
Segium Greece Spain 

Solvia Liberia Sweden 
denmark Monaco Switzerland 
Shiopia Netherlands Turkey 


France Norway United Kingdom 
‘PAIRS: Workshops and shipyards are capable to carry out repairs 
‘ul and engines. 
MAVEYORS: 1.There are cargo inspectors available; these can be 
taned from S.G.S. Tel: 080/410333. 
‘Te representative of Lloyd's Register in the port is Lorusso. 
Rtg No dry docks are available at Bari. Nearest dry docks 
mal Taranto. 
WNGWAY/DECK WATCHMEN: 
“mmended, shift of 10 hours. 
*NING/ICLOSING HATCHES: Normally carried out by stevedores. 
bak bad closing of hatches charged for work carried out during usual 
"ng hours. 
‘TOMS ALLOWANCES: 50 cigarettes only are given to each crew 
er out of bond on vessel's arrival. Wine is permited to be held out 
hod but no spirits allowance permitted. 
ATRIATION: Many facilities for effecting crew changes and 
*Sdlities for arranging any necessary repatriations. 
: Airport is located about 10 km. North of city. Served by 
Sd airlines with flights for all countries daily. 
hs : Local time 1 hour ahead of GMT. Alterations to clocks are made 
ue to beginning of Autumn, giving 2 hours advance on GMT. 
| oe : New Year's Day (1st January); Liberation Day (25th April); 
th * Day (1st May); Easter Monday; St. Nicholas, Patron of the Town 
hon ay); Proclamation Day (2nd June); Assumption B. V. Maria (15th 
') All Saints’ Day (1st November); Immaculate Conception (8th 
wer ro Christmas Day (25th December); Boxing Day (26th 
2190 work can be arranged on above days, and the stevedoring tariff 
#8864 as follows: From 2400 to 0800 hrs., increase 100%; 0800 to 


Service of watchmen is 


ANS. 50%; 1400 to 1800 hrs., 50%; 1200 to 1400 hrs., 100%; 1800 

mu 100%. 

Wage AMBULANCEV/FIRE: Police 291111. Ambulance (First Aid) 
Fire 115, 


ie pp NCY CO-ORDINATION CENTRE: 

209 ncaPtaincy — Tel: 216860. On VHF Channel 16 from 0800 hrs. 

& ‘ 

ume? P.T." on VHF (listens throughout 24 hours) on Channel 16. 

aiTy. oe Usman Italiana, Via Abate Gimma No. 87, 70100 

See aliano, Via Putignani No. 98, 70100 Bari. Tel: 080-216771. 
i Roma, Via Calefati No. 82, 70100 Bari. Tel: 080-235300. 


a 


ITALY 


STORING: See “Prelims”. 
1. Vessels in port can be supplied by lorries. 
2. Lorries with stores for vessels at quays, apart from normal Customs 
requirements, (if necessary), have to be authorised to enter the port. 
3. Lorries with trailers can line up on the berths alongside the vessels. 
The process is subjected to the commercial operations on hand 
and/or the position of the vessel at the berth. 
4. Fork lift trucks are never used for supplying stores to ships in this 
port. 
5. For the supply of provisions there is the company S.p.A. Cianciola — 
Tel: 080/235260, 235261, 235262. Telex: 810021. Cianci!. P. O. B. 240, 
70100 Bari who may be approached for any specific requirement. The 
same Company also has a large area in the port, as a free zone, for 
storage of goods. 
6. Local unloaders can be employed to help in placing goods in store 
on board if required and available. 
TELEPHONES: No arrangements exist for placing telephone on board. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Shore leave pass is compulsory. 
DEVELOPMENTS: Expected draft increases in the near future for 
berthing tankers up to 80,000 tons. 
AUTHORITY: Capitaneria di Porto — Bari, Corso de Tullio 1, 70100 Bari, 
Italy. Tel: 080-5216860. Telex: 812289. Cables: Compamare Bari. Also 
VHF Channel 16. Contact: Alfredo Fusco, Port Captain. 

Consorzio del Porto di Bari, Molo S. Vito, Stazione Marittima 
Passeggeri, Bari, Italy. Tel: 080-5235205. 


BRINDISI: 40.39 N. 17.56 E. 


DOCUMENTS: 

3 Crew Lists. 

3 Lists of Passengers Disembarking. 

3 Lists of Passengers in Transit. 

Manifests of Cargo carried, with specification of port of origin and 
whether for local discharge or in transit. If stowed on deck or below 
deck. 

List of Articles in possession of each crew member, such as cameras, 
binoculars, portable radios, cigarettes, tobacco or any kind of 
cheap-priced goods. 

Other Certificates required to be on board: 

Certificate of Ship's Tonnage. 

Load Line Certificate. 

Derat Certificate. 

R/T Certificate. 

Safety Certificate. 

vlad Dues Receipt (if previously paid). 

PILOTAGE: Compulsory for vessels over 500 g.r.t., tankers and gas 
carriers. Pilotage available 24 hours. 

Vessel approaching port should apply for Pilot by hoisting the “G" 
flag, if by daytime. By night-time, letter “G” will have to be signalled by 
Morse, to port semaphore (Signal Station) which is located under shore 
lighthouse showing white flashes. 

Telegraphic address of pilot station is “Piloti Porto, Brindisi’. 
Characteristics of pilot boat: gross tonnage, 9.4; power, 65 h.p.; speed, 
8 knots. 

Area where Pilot boards vessel: 

In good weather: 1 mile from harbour entrance. 

In bad weather: (a) \f vessel is heading for inner harbour and is of 
small tonnage (up to 3,000 tons) Pilot boat will steer in a direct line, 
bows pointing towards vessel, up to entrance to “outer” harbour, where 
Pilot will board vessel. If vessel is of higher tonnage, she will have to 
take a “crosswise” position so as to form a sheltered area for Pilot, 
about 1 mile from harbour entrance. (b) If vessel (tanker) is bound for 
outer off-shore terminal (Montedison Installation) for discharge of crude- 
oil, Pilot boat will endeavour to approach vessel to communicate 
impossibility of immediate mooring. Anchorage roads, pending 
possibility for Pilot to board vessel, are 0.8 miles E.N.E. of “Punta 
Penne” (C Gallo). 

ANCHORAGES: Besides anchorage point described above, there exists 
safe anchorages in bay for vessels having draft of 9 m. (29 ft. 6 in.) and 
in external harbour for vessels of less than 3,000 tons (gross). 
RESTRICTIONS: Tankers of over 1,500 tons gross may berth only from 
sunrise till sunset. Port berths are inaccessible in unfavourable winds. 
Passenger or cargo vessels no restrictions. 

MAX. SIZE: inner Harbour: Draft not to exceed 9.4 m. (30 ft. 10 in). 
Outside Main Port area: For discharging crude oil at offshore terminal, 
max. draft allowed 11.50 m. (37 ft. 8 in.). For discharging or loading of 
other refined products of Montedison Installations, depth of berths varies 
from 4 m. to 9 m. (from 13 ft. 1 in. to 29 ft. 6 in.). 

HEALTH: Apply to “Sanimare, Brindisi” by radio, 12 hours before arrival, 
and not later than 4 hours before arrival, according to provisions of 
Health Regulations, notifying in message state of health of crew and 
port of origin of vessel. Procedure not required if vessel entering after 
calling at another port in same country. 

RADIO: Vessel can communicate ETA messages to Agents through 
Bari Radio (nearest station) or through Rome Radio which can pick up 
messages from vessels at sea almost in any part of the world. 

VHF: Pilots on Channel 12 throughout 24 hours. 

Port Authority on Channels 16 and 11, from 0700 hrs. — 1900 hrs. 
TUGS: Tug service is generally effected from Punta Riso-Faro Della 
Pedagne Junction, up to inner harbour. It is customary to use tugs’ lines 
for mooring and unmooring of tankers at terminals outside main port 
area, in view of the peculiarity of mooring operations and the area where 
tugs are to operate (subject to surf, choppy seas, winds). Charge for 
use of tugs’ lines is 20% extra on normal towing rates. 
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STEVEDORES: Always advisable to notify in ETA messages to Agents 
number of hatches vessel intends working simultaneously to arrange 
gangs. Normal working hours: From 0700 to 1200 hrs. and 1400 to 
1700 hrs. Overtime: Weekdays, 70% increase on normal tariffs. 
Sundays and holidays: Work performed during normal hours, 50% 
increase. On overtime, 100% increase. 
MEDICAL: Hospital facilities available. For any kind of medical 
attendance or hospitalisation, if needed, it will be helpful to have port 
oy gah advised by radio in advance. 
TANKERS: Crude oil discharged at offshore buoy mooring for vessels 
up to 37 ft. 8 in. draft. 
Other tanker berths at Inner Harbour for refined products, suitable for 
tankers up to 28 ft. draft. 
FRESH WATER: Almost all mooring points alongside wharves are fitted 
with fresh water distributing hydrants. At off-shore terminals, supply is 
effected by tugs. 
FUEL: Types of fuel available: Bunker “C”, Nee Engler at 50° 
(Centrigrade), 16/20; specific weight, 0.950/0.960. Gasoil, viscosity 
Engler at 20° (Centigrade), 1.4; specific weight, 0.830. 48 hours advance 
notice for any supplies required. 
FIRE PRECAUTIONS: Firemen always in attendance during loading/ 
unloading operations by oil carriers. 
CONSULS: Vice-Consulate of Denmark, Portugal and Netherlands, all 
having the same telephone number: 21123. Vice-Consulate of Spain: 
telephone: 21039. 
REPAIRS: Only minor deck and engine repairs can be carried out 
locally. 
GANGWAY/DECK WATCHMEN: Not required. 
OPENING/CLOSING HATCHES: Normally carried out by crew. 
CERTIFICATES: For vessels over 500 tons effecting international 
voyages: 
(a) Passenger vessels: 
Safety Certificate. 
Radio and Radiophone Certificates (latter if included in vessel's 
equipment). 
(b) Freighters: 
Safety Construction Certificate. 
Safety Equipment Certificate. 
Radio and Radiophone Certificates. 
CUSTOMS ALLOWANCES: 50 cigarettes a day for each crew member, 
if vessel's stay in port exceeds 24 hours. No allowance if stay is shorter 
than 24 hours. Third of a bottle of spirits only. 
REPATRIATION: Adequate facilities exist for effecting crew changes 
and repatriations as necessary. 
AIRPORT: Distance from local airport 5 km. (3 miles). Airport regularly 
served by Alitalia Airline, ensuring 2 daily flights to Rome and 1 daily 
flight to other Italian cities, including, among others; Naples, Catania, 
Palermo, Cagliari, and other destinations via Rome. Direct international 
flights not scheduled from Brindisi. 
TIME: Local time 1 hour ahead of GMT; from 29th March to 26th 
September, 2 hours ahead of GMT (Summer time). 
HOLIDAYS: Officially recognised. Both national and religious holidays 
include: Sundays; New Year's Day; Epiphany (6th Jan.); St. Joseph's 
Name Day (19th March); Easter (Easter Monday); Anniversary of 
Liberation (25th April); Labour Day (1st May); Ascension, Corpus Domini 
(movable dates); Proclamation of the Italian Republic (2nd June); the 
Saints Peter and Paul Name Day (29th June); Assumption (15th August); 
All Saints’ Day (ist Nov.); National Unity (4th Nov.); the Virgin 
Immaculate Conception (8th Dec.); Christmas, Boxing Day. 
POLICE/AMBULANCE/FIRE: Police, 25555; Ambulance, 21310; Fire, 


21222. 

TELEPHONES: No current arrangements existing for placing 

telephones on board. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not particularly needed besides regular 

seaman’s books. 

DEVELOPMENTS: Under construction: 1 pier in outer harbour, which 

re aie to be 200 m. in length (219 yards) with a depth of 12 m. 
. 4in.). 

Coal unloading wharf of 670 m. length to be built to accommodate 
2x 150,000 d.w.t. vessels. Unloading will be by 21,500 t.p.h. bucket 
unloaders. 

AUTHORITY: Capitaneria di Porto — Brindisi, Via Regina Margherita, 
No. 1, 72100 Brindisi, Italy. Te/: (0831) 21022, 21023. Telex: 813395 
Compor |. FAX: (0831) 21023. Cables: Compamare Brindisi. 


CAGLIARI (including Sarroch), Sardinia: 
39.05 N. 09.01 E. 


DOCUMENTS: 

6 Crew Lists. 

6 Passenger Lists. 

2 Provisions Manifests. 

2 Manifests of Crew Personal Effects. 

Cargo Manifest. 

Bills of Lading. 

2 Arrival Reports, completed on arrival. 

Maritime Declaration of Health, completed on arrival. 

Ship's Certificates including Italian Anchorage Dues. 

Vaccination Certificates for sighting. 
PILOTAGE: Compulsory for vessels over 500 tons. Requested by ship's 
Agents. Vessels should wait in the roads for Pilot to board. International 
Code signals used for calling Pilot. Pilot station telephone number: 
652929. Pilot boards tankers about 2 miles East of oil terminal. 
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Sarroch: Compulsory for all tankers. Vessels should wait jp 
follows: my re 
G1 — (for tankers of more than 42 ft. draft) Lat. 39° 05’ 00°, 
Long. 09° 05’ 00" E. 
G2 — (for tankers of less than 42 ft. draft) Lat. 39° 04’ 27° 
Long. 09° 03' 15” E. » 
G3 — (for tankers of less than 5,000 g.r.t.) Lat. 39°05’ 4gry 
Long. 09° 02’ 00" E. wp 
Pilot station telephone number 929006—929057. VHF Channg cl 
ANCHORAGE: All of the Roads are available for anchorage, ® 
where prohibited zones indicated on charts. 8 in 
HEALTH: Free Pratique may be requested by radio to Sanimarety 
between 12 to 6 hours prior to arrival advising vessel's name, 
last port, number of passengers and crew and state of health ony 
Pratique is automatic for vessels coming from ports in E.E.C. 
RADIO: Cagliari Radio operating continuously on 2182 kHz, ay 
156.8 MHz. 
Tankers: 48 hours’ radio notice must be given, also advice Of ready 
on arrival. 08 
Following information to be sent with first ETA message 0 Se 2 
Sarroch, Telex: 790169 Saraff |. Nc 
1. Quantity of clean and/or dirty ballast. 
2. Quantity of slops to be discharged/kept on board. 
. Previous cargo. 
. Condition of cargo tanks i.e. inerted, gas free, etc. 
. Arrival draft. 
. Sailing draft. 
. Distances bow manifold and stern manifold. 
. Manifold size and number of loading arms required. 
. Maximum acceptable loading rate. 
MAX. SIZE: Cagliari Port: Max. draft 26 ft. Sarroch, SARAS Tes 
tankers up to 380,000 d.w.t. Max. draft 68 ft. Depth of channel 
VHF: Cagjiari: Harbour Master's Office, Channel 16. 
Sarroch: Harbour Master's Office, Channel 16. Pilot station, Chay 
Mooring station, Channel 6. Boat service station, Channel 8. i» 
Master — Saras Terminal, Channel 14. 
Also see “Shipmaster's Report”. 
TUGS: 6 available, of up to 4,500 h.p. 
Cagliari: Normally join vessels at the port entrance. 
Sarroch: Normally join tankers at anchorage points and assist be 
at Saras Jetties Terminal. 
BERTHING: Cagliari 
Berth No. 1: Length 68.0 m.; draft 14 ft 
Berth No. 2: Length 128.0 m.; draft 24 ft 
Berth No. 3: Length 227.0 m.; draft 21 ft. 
Berth No. 4: Length 123.7 m.; draft 1 3 03 in. 
8 ft 
6 ft 


OOBNDALW 
S222 B88 25652H2R@BLL 


zesrse S 8 


Berth No. 5: Length 60.3 m.; draft 18 ft. 03 in. 

Berth No. 6: Length 116.8 m.; draft ; 

Berth No. 7:Length 92.6 m.; draft 16 ft. 06 in. 

Berth No. 8: Length 278.6 m.; draft 23 ft. 

Berth No. 9: Length 325.8 m.; draft 24 ft. 

Berth No. 10: Length 328.0 m.; draft 26 ft. 06 in. 

Berth No. 11: Length 203.2 m.; draft 26 ft. 06 in. 

Berth Nos. 2, 3 and 4 reserved daily for passenger ships. 
MEDICAL: All facilities available at Cagliari. 
TANKERS: Sarroch Saras Jetties 

P.1: Draft 39 ft. 6 in. P.6: Draft 20 ft. 

P.2: Draft 36 ft. P.7: Draft 31 ft. 

P.3: Draft 40 ft. P.8: not yet workable 

P.4: Draft 38 ft. P.9: Draft 23 ft. 

P.5: Draft 36 ft. P.10: Draft 20 ft. 

Platform Island No. 1 (for crude oil discharging only) draft 6* 

Platform Island No. 2 (for crude oil discharging only) draft 57* 
Loading Rates: 
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Berth No. 5 
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Berth No. 6 For small tankers up to 3,000 
kerosene and gasoline at slow pumping rates.. 
Berth No. 7 PG 200 
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Fuel oil .h. 
Gas oil 800 t.p.h. 

Platform island for crude oil only at 10,000 t.p.h. 
BALLAST: The discharge of ballast by tankers can be effect! 
berths at a pumping rate between 1,000 and 2,500 t.p.h. Rece™ 
ballast ashore is into 3 tanks with total capacity of 20,000 0* 
6 API separator vessels. 


DENSITY: 1025. 


FRESH WATER: Available by pipeline at all berths. No water 
although tugs may be able supply small quantity fresh 
emergency only. 
At times fresh water is in short supply and may not be avaié®™ 
Cost of delivery of fresh water by tug is 3,000 lire per tonne 


FUEL: All grades available ex-barge only. Barges supply vet 
anchor and vessels calling for bunkers only. r 
Vessels calling at Sarroch for bunkers by barge are require? 
Agents closely advised of their ETA and bunker requirements. rf 
confirming the vessel’s ETA should be sent to Agents hr 
24 hours before vessel's arrival. Masters should note that r4 

Regulations do not permit the return of bunkers to the refine 
barge is loaded, therefore an accurate figure of bunkers requ’ 
be given in the first ETA message to Agents. 

Report: August 1992: Bunkers not available. 
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» pauls: Norway 
gun Sweden 
— United Kingdom 
yepertands 


tons. 
sT0MS ALLOWANCES: 40 cigarettes and 1 opened bottle wine/ 
sper man, usually allowed for consumption on board while vessel 


GirRIATION: No difficulties. 
- Elmas Airport situated 12 km. from Cagliari. 
OMT plus 1 hour. Summertime March to September: GMT plus 


bt YS: Not applicable to tankers. New Year's Day (1st January); 
sghany (6th January); St. Joseph (19th March); Liberation Day (25th 
i Labour Day (1st May); Easter and Day after Easter; Ascension 
jy Corpus Domini; Proclamation Day (2nd June); St. Peter & St. Paul 
June); Assumption B.V.Maria (15th August); All Saints’ Day (1st 
{ ); Victory Day (4th November); Immaculate Conception (8th 
gender); Christmas Day (25th December); Boxing Day (26th 
wceFIRE/AMBULANCE: Cagliari: Police Tel: 658956. Fire Tel: 
Ambulance Tel: 656979. 
ynch: Police Tel: 929063. Fire Tel: 652222. Ambulance Tel: 929024. 
@EPHONE: No telephone connection on board. 
LEAVE: Allowed. 
ATIFICATION CARDS: Shore passes issued by local police. 
#/ELOPMENTS: The new industrial port S.W. of Cagliari is still under 
sseuction. Both Meridionale and Settentrionale Moles have now been 


t| sepeted. 


=PMASTER’S REPORT: October 1979 (Updated 1986). 
| whorage Restrictions: The following port regulation in force since April 
1979: 

j _ calling at Sarroch for orders only, may not get permission to 
wor at Golfo di Cagliari Anchorage. 
seh a vessel must remain in position South of the line Cape 
yativento - Cape Carbonara. 

{| dence against this regulation will cause the vessel to be fully charged 
harbour and light dues in connection with clearing by Immigration, 
Health, Customs and Agents. 

* Pilot operates on Channels 16 and 9. Agencies operate on 
‘enel 8. Loading Master Sarroch/Saras Jetties operate on Channel 
‘Call sign: “Saras Terminal’. 


MPMASTER’S REPORT: May 1981. 

‘the oil berths it is usual to have 4 tugs and tugs are paid by the 
ww, le. the use of a tug for 61 minutes costs 2 hours hire. 

\oorings are usually 3,2,2, with head and stern lines sent first followed 
‘springs. Require plenty of turns on the bitts for tugs. 

‘parently the boatmen will not come out to the vessel if she is 
sored outside the designated anchorage areas as shown on the chart 
ness, of course, the draft prohibits a close approach. It is frequently 
ilor bunkering and crew changes. 

To obtain fresh water from the jetty it is necessary to obtain, in 
‘picate, an official form from the Agent. 

‘eording to Pilot the max. size is now 250,000 d.w.t. and draft 23 m. 
“atour Master boards for, usually, at least one inspection and 
vects EEC Check List. Vessels documents usually taken ashore for 
musal by Harbour Master. 

‘ehorage dues are valid for one month. 


ARS: Minor repairs can be handled at Cagliari. Slipway for vessels 


“HORITY: Capitaneria di Porto di Cagliari, 09100 Cagliari, Italy. 
‘act: Port Commandant. 

SARAS Marine Terminal, 09018 Sarroch (CA), Italy. Tel: (070) 900031 
“0061. Telex: 790350. Cables: Saras — Sarroch. Contact: Captain 
-9108s0, Manager — Marine Service. 


ATANIA, Sicily: 37.29 N. 15.06 E. (See Plan) 
| *CUMENTS: Arrival report requested by Harbour Authorities. Also see 


AGE: Master can communicate with Pilot on VHF Channel 16. 
hing at sight on harbour entry. International Code signals used 


SCHORAGE: Vessel must remain on roads awaiting Pilot. 

ma RICTIONS: No restrictions on entry at night, except for tankers 
| it loaded or empty, as per harbour regulation). The tide at Catania 

More than 30 cm. Bar at entrance 30 ft. 

eae: No limitation on the length and breadth but only on draft of 

“aang Provided same can be contained within the size of piers of 

te Harbour. See “Berthing”’. 

_— : The usual Sanitary Pratique as per all Italian ports is 

enna Free Pratique obtainable by radio prior arrival sending cable 

ung ne Catania”. 

‘eter The quickest way is to address messages to “Romaradio”, 

What adding to the telegraphic address the telex number of Agency, 

th Ions hare time from reception at Romaradio the message 

s. 

veg portant that 72 working hours notice of ETA be passed to Agent. 

2g gf ‘en Pilots are on board, they can call tugs by small radio- 

% peal Very frequently the tug’s Company, when seeing a large 

vessel at same time as Pilot. Tugs using ship's lines. 
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ITALY 
BERTHING: 
Berth No. Length Depth 
1 and 2 Molo Mezzogiorno, Oil 
berths 361m 30 ft. 6 in 
6 Molo Crispi, Silo berth 154m 30 ft. 
7 ‘ “ 130m. 29 ft. 
8 - a 140 m. 29 ft. 
9 ” z 130m. 20 ft. to 28 ft 
10 and 11 Sporgente Centrale 307 m 30 ft. 
12 Molo Centrale 120 m 30 ft. 
13 Sporgente Centrale 182 m 30 ft. 6 in. 
14 i 4 169 m 29 ft. 
17 uy 142m 22 ft. 
18 : zy 142m 22 ft. 
19 =" : 156 m 18 ft. to 21 ft 
20 %, . 170m 16 ft. 6 in. 
21 Vs 111m i 


22 i fe 60 m. 
STEVEDORES: As per actual Port Labour Regulations, in order to book 
gangs, stowage details must reach Agency not later than 1100 hrs. of 
the day before ship's arrival, except for work to be done on Saturdays, 
aE and Mondays when application for gangs must be made on 
riday. 

The official load/discharge rate for general cargo is 50 tons per hatch 
per day (8 hours), but real output is higher. Increase for overtime, 
continuous shifts (0700-1330 hrs.; 1330-2000 hrs.; 2000-0230 hrs.). 
can work, Sundays, national holidays, etc. 

MEDICAL: Hospital facilities easily available. No advance notice 
required unless for emergency cases and for cases to be urgently treated 
during night and holidays. 

TANKERS: 2 tanker berths are situated in line at Southern Breakwater, 
called “Molo Mezzogiorno”. There are 3 pipelines, diameters of 8 in., 
6 in., 4 in. No discharge facilities for tank washing. 

Tankers are not allowed to berth or unberth at night. 

SALINITY: woes salinity of water inside the port is the same as the 
average Salinity of Mediterranean. 

FRESH WATER: Available at nearly all quays including bunker piers. 
FUEL: Bunkers available and supplied only by pipe connection at bunker 
pier (Molo Mezzogiorno). Max. rate 400 t.p.h. 


CONSULS: 
Austria Germany Norway 
Belgium Greece Portugal 
Denmark Netherlands Spain 
Finland Nicaragua Sweden 
France 


REPAIRS/DRY DOCK: Small repairs can be carried out at Catania. 
No dry docks available. 

CUSTOMS ALLOWANCES: Tobacco, for foreign ships not in coastal 
service in Italian Ports: 50 cigarettes per each crew member, for the 
first 24 hours of the ship's stay in port. Other cigarettes can be obtained 
for which an application to the Customs House is required. Spirits: 2 or 
3 bottles per day (provided minimum 20 crew members). 

AIRPORT: Very near important airport with regular international flights. 
TIME: GMT plus 1 hour. In Summer time GMT pius 2 hours. 
HOLIDAYS: Normally, during all holidays it is possible to work with extra 


payment. 

TELEPHONES: Numbers of emergency services: Police 531905; 
Emergency Police 113; Fire Brigade 327702; Sanitary Office 532123; 
Harbour Master 531667, 531134; Pilot 531906; Mooring 531150. 
DEVELOPMENTS: Ferry berth under construction. 40 ton multi-purpose 
container crane to be installed. With spreader it will be able to handle 
20 ft., 35 ft. and 40 ft. containers and general cargo up to 45 tons by 
hook 


AUTHORITY: Capitaneira di Porto, Via Dusmet, Porto di Catania, Italy. 
Tel: 531667, 531134. Telex: 912350. Cables: Capitaneria di Porto- 
Catania. Contact: Comm. Antonino Petralia. 


CHIOGGIA: 45.14 N. 12.19 E. (See Plan) 


PORT LIMITS: Bacino Marittima and Banchina Lombardo Esterno. 
DOCUMENTS: 

6 Crew Lists (IMO Form). 

6 Passenger Lists. 

2 Stores Lists. 

2 Cargo Manifests. 

2 Crew Personal Effects Lists. 
PILOTAGE: Compulsory for vessels over 500 g.r.t. ETA at least 24 
hours prior to arrival. Pilot will board 1.5 miles E.N.E. of channel 
entrance. Vessels on arrival may contact Pilots by VHF (Channel 14). 
ANCHORAGE: Recommended anchorage 1.5 miles North East of the 
entrance. All vessels must keep radio watch, specially in Winter time 
owing to very strong E.N.E. winds. 

Anchorage in inner road available, with Harbour Master authorisation. 
HEALTH: Clearance on arrival. 
VHF: Harbour Master on Channel 16 from 0800 hrs. — 2000 hrs. Venice 
Radio (PT) on Channel 16, continuously. 
TUGS: Available. 
BERTHING: For general cargo there are the following berths: Banchina 
Lombardo Esterno: Length 650 m., max. draft 21 ft. Bacino Marittima, 
with 3 berths available, total length 480 m., draft from 14 ft. to 16 ft. 

Banchina Lombardo Interno: Length 100 m., draft 14 ft. For bulk 
carriers (grain etc.) there are 2 eect buoys. 

Campo Boe San Felice: For ships LOA 220 m., max. draft 28 ft. 

Campo Boe Perognola: For ships LOA 150 m., max. draft 21 ft. 

Ro/Ro berth: Bacino Marittima South — max. draft 15 ft. 
CRANES: 16 mobile cargo cranes — max. capacity 130 tons. 3 floating 
elevators for bulk carriers. 1 cargo crane on rails — capacity 5 tons 
alongside Banchina Lombardo Interno. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Erp 


STEVEDORES: Working hours normally 0800 — 1200 hrs, 1400 — 
1800 hrs. 

MEDICAL: Hospital facilities available. 

FRESH WATER: Available on the berth by hose connection. For ships 
on road by tug or barge, is necessary. 

FUEL: Available by lighter. 


CONSULS: 
Argentina Germany Panama 
Belgium Greece Peru 
Brazil Lebanon Portugal 
Denmark Liberia Spain 
Finland Netherlands Sweden 
France Norway United Kingdom 


REPAIRS: Routine maintenance possible. 
CUSTOMS ALLOWANCES: Italian Regulations apply. 


SHIPMASTER’S REPORT: August 1980. 
Vessel discharged yellow corn. 

Chioggia is a famous fishing port in the Southern region of the Venice 
lagoon. In the past few years more and more vessels with grain cargo 
have been directed to this port because the facilities of Venice, Ravenna, 
etc., are not sufficient to handle the increasing quantities of imported 
grain, corn, soyabean meal, etc. 

Vessels with an arrival draft deeper than 28 ft. have to anchor outside 
the breakwater about one mile N.E. of the entrance. The depth there is 
12.0 m. — 14.0 m., the bottom is muddy. The lightering operations are 
done by floating elevator and modern barges. It is understood that the 
season is g and the sea calm. The daily discharge rate with one 
elevator is between 3,000 and 4,000 metric tons. The elevator is not 
self propelled, the barges are handled by a modern pushing tug. From 
the vessel the barges move alongside to the inner harbour basin named 
“Bacino della Stazione Marittima” where they are discharged by mobile 
cranes into lorries. 

A shipchandler is available, the quality of fresh provisions is good. 
The shipchandler also co-operates with “Unitor’ gas and oxygen 
change. 

Fresh water is only available by tug at outer roads and in small 
quantities, tug charges about U.S.$300.00 per hour. 

Transportation of crew and small amounts of stores is done by the 
pilot boat, which charges U.S.$75.00 per trip from 0800 hrs. until 
1700 hrs. Monday-Saturday, outside that time 50% more. 

The pilot boat listens on Channel 14 VHF during daytime, otherwise 
only when there is work for the Pilot. 

When vessel's draft is not more than 28 ft., shifting into the inner roads 
is possible, there is a place close S.W. of the castle “Forte S. Felice” 
with two mooring buoys for the stern and one for the bow, distance 
between stern buoys and bow buoy is 250 m., the depth is 10.0 m. — 
11.0 m. 

There is one tug available, further tugs have to come from Venice. 

At the inner roads fresh water is available by waterboat from Venice- 
Marghera, minimum of two days notice required, the quality is good. A 
crewboat is available and has to be arranged by the Agent, VHF is not 
available, the charge rate is about 30,000 (thirty thousand) Italian Lira 
per trip. 

The nearest airport is Venice/Marco Polo Airport, taxi charges from 
Chioggia to Airport between 30,000 and 40,000 Italian Lira. 

From the ship's documents only the Certificate of Measurement was 
required by the authorities, other forms like those required at Venice. 

Doctor and hospital with X-ray facility available, giving medical reports 
in Italian language only. 

Repair facilities are not available, have to be ordered from Venice. 


AUTHORITY: Capitaneria di Porto — Chioggia, Piazza Santa Croce 
1290, 30015 Chioggia, Italy. Te/: (041) 400242, 404741, 404761. Telex: 
411063 Compch |. Cables: Compamare Chioggia. FAX: (041) 406812. 
Contact: R. Barnabei, Port Commandant. 


CIRO MARINA (Pta. Alice): 39.24 N. 17.09 E. 


(See Plan) 
SHIPMASTER’S REPORT: November 1979. 


The vessel was instructed to go to Ciro Marina to load a cargo of salt, 
at the time the vessel was berthed at Marina de Carrara. We realised 
that we did not have a chart of Ciro Marina and ordered one from Genoa. 
After 4 days still no chart was forthcoming, | do not think such a chart 
exists. 

We approached Ciro Marina from the South, as close in as was 
considered prudent, but no sign of any harbour could be seen at the 
village of Ciro Marina. 

Looking further North towards Pta. Alice (Al-lee-chi) a large hangar 
type building and loader could be seen, (this coincides with the statement 
in the Pilot supplement, page 78). We rounded the point and proceeded 
towards the loader, where dolphins could be seen. (See “Plan’’). 

Torre Vecchia is not so noticeable when approaching from the East. 
(Mediterranean Pilot Vol. 2, Page 475, lines 18-22). 

It was established that a Pilot should have been ordered through 
Crotone Pilot Station, 20 miles South of Pta. Alice. As the weather was 
excellent, and ascertaining that there was ample water | decided to berth 
the vessel, this was accomplished without any difficulty. 

It is best to drop the anchor well out, as it is used to haul small ships 
off the dolphins to load, as the loader cannot traverse right in close. We 
were told there is usually a buoy moored offshore to take an offshore 
headline, but this had been washed ashore in the Winter. An offshore 
dolphin for a similar stern line is in position. (See “Plan’’). 

| was told the loader can load up to 2,000 tonnes per hour, and is 
fairly manoeuvrable. With the loader placed amidships it was necessary 
to shift ship twice, to load right forward, and right aft. 


1010 


No fresh water is available. It might be possible to get a smay. 
of stores, although getting them on board would be quite g he] 
loading chute/pipe is about 300 m. long with a narrow catwalk! 
the loading belt, it is not the best way to get stores aboard. my 

Sailing presents no difficulties, just let go and steam away, Thy 
does not appear. 

As this is an open to the sea berth it is dangerous with Wingy 
W.S.W. through North to E.S.E., or any Northerly swell. y, : 
14,000 tons use this “port” and large quantities of salt are erp 
References: 

B.A. Chart 198. 

Mediterranean Pilot Volume 2. 9th Edition 1965. Pages 474 an, 
along with supplement No. 7 — 1975. 

Position: Gulf of Taranto. Lat. 39° 24.2’ N., Long. 17° 08.7' E. (app a 

Type of Port: Open to the sea. 9 

Pilot: Ordered through Crotone Pilot, VHF Channels 16 and 14 - 

Radio Station: Crotone Radio is the nearest. 

Cargo Loaded: Mineral salt. 5 

Rate of Load: Up to 2,000 tonnes per hour. cl 
HK 
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Fresh Water: Not available. 
Boatmen: Available. They stand by from arrival to departure, 


AUTHORITY: Capitaneria di Porto Crotone, Lago Molo, Porto Ne 
88074 Crotone, Italy. Tel: 0962-20721, 0962-20722. Telex: a 
Comper |. Contact: Manlio Ritiore, Harbour Master. 


CIVITAVECCHIA: 42.05 N. 11.47 E. 


DOCUMENTS: On arrival: 
4 Crew Lists. 
4 Lists Passengers in Transit. 
4 Lists Passengers Disembarking. 
2 Provisions Lists. 
2 Lists of Crew Articles, including Tobacco, Cigarettes, Spirits & Ty 
etc. tt 
Detailed declaration of all firearms, weapons and ammunition on pC 
as ship's equipment. B 
Manifest(s) and Bill(s) of Lading (non-negotiable) covering ale TE 
on board. 91 
It is recommended that particular care be exercised in giving thes H( 
weight and number of tobacco, cigarettes, spirits, paper for cigas 2 
cigars, cigarillos, coffee, sugar, salt, pepper, spices, coco) NM 
chocolate, etc., on board, as well as bunker quantities and lube ol! De 
avoiding fines in case the Customs guards in searching ys a 
subsequently should find any concealed. @ 
PILOTAGE: Pilots are advised of vessel's arrival by Port Authorities Vi 
by Agents. Therefore accurate advance notice of ETA show W. 
addressed by Master to Agents. Pilot usually boards vessel within!) Ch 
of port. Pilot station in port area. Pilots work on VHF Channel 14 21 
ANCHORAGES: Any vacant place assigned by Port Authorities, SE 
into account vessel's draft. If port is congested vessels anchor atm 07 
Pilot assistance is recommended. | 
RESTRICTIONS: No restrictions are imposed upon entry. We Cl 
exceptions of particular individual cases to be submitted for pens DE 
Harbour Authorities, vessels may berth and sail at any time, wet Al 
Seas Only 1 tug available between 0000 hrs. — 0500 hrs. 
MAX. SIZE: Max. draft 34 ft. 6 in. 
HEALTH: Clearance is granted by radio; Master to cable Sew " 
Civitavecchia 24 hours prior to vessel's arrival. Quarantine require? 
are those prevailing in all other Italian ports. 
RADIO: Communications to and from vessels are sent and (e 
from Roma Radio. 
TUGS: Tugs wait for vessel at port entrance. Tug assisia® 
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necessary although not compulsory. Fl 
BERTHING: Shore fenders keep vessel off the quay. 
Berth Length Depth x 
No. (m.) (ft.) 
2 184.6 28.2 u 
3 192.5 18 re 
4 90.7 18 
5 105.7 18 
6 180 18 
7 228 25 
8 241 34 
9 130 24 
10 220 28.2 
11 218.7 28.2 
12 195 28 
13 172 
14 184.6 34 
15 133 18 
16 208 34 
18 303 39 
19 151.5 34 
20 246.6 36 


21 144 18 

SPECIALISED CARGO HANDLING FACILITIES: Berth No.6? 
silo of 35/40,000 tons capacity is available; this berth is equet® 
1 rail-sucker with capacity 400 t.p.h. Ore, coal, fertilisers, 
can be handled at Quay Nos. 2, 7, 9, 10, 11 and 14. 
containers not available here, nevertheless small traffic « 
practicable. Ro/Ro traffic practicable. No facilities exist for L 
STEVEDORES: To enable Agent to order gangs it is very 
provide accurate ETA in gi time. ; 

Normal working time, Saturday inclusive: From 0600 — 1230, 
1230 — 1900 hrs. and from 1900 — 0030 hrs. against payme™’ 
extra, Saturday 70% extra. 
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4 Work can be performed at overtime rates plus 53% extra 
we "1230 hrs., and 100% extra from 1230 hrs. — 1900 hrs. 
ow Work can be performed at overtime rates plus 150% extra 
eis 1230 hrs., from 1230 — 1900 hrs. and from 1900 — 0030 hrs. 
cal: Not necessary to receive advance note of required medical 
Hospital and clinical surgery available. Master to advise in 
om of particular inoculations required. 
| BueRs: Max. draft allowed 38 ft. Max. length 220 m. Tankers are 
' to enter port before sunrise and after sunset. Diameter of 
Sage lines 8 in. — 14 in. 
WATER: Drinking water and water for boilers is supplied from 
noses. Average pumping rate 40 t.p.h. — 100 t.p.h. Fresh water 
my alable by barge, capacity 120 tons. 
e ter's Report: April 1980: Fresh water is always in short supply 
ib only limited quantities supplied to vessels. 
efi: Bunkering can be effected by means of barges and/or tank-lorries 
ways. Grades available: fuel oil and gas oil. 
nFICATION CARDS: Required. Passes issued by local police. 
LS: There are no Consulates, but only Consular Agencies or 
Soary Representatives for the following countries: 


coland Tel. 23134 Portugal Tel. 23048 
cance Tel. 23048 Spain Tel. 24304 
ay Tel. 25207 Sweden Tel. 23109 


+) \eyest British Consulate is in Rome. 

" AiRS: Repairs of limited extent and importance may be carried out 
»}iocal workshops. : 

wGWAY/DECK WATCHMEN: Watchmen services recommended. 
@TIFICATES: Requirements are those prevailing in all other Italian 
seg. Tonnage Certificate, Safety Equipment, Load Line, Derat 


ipticate, etc. 

TOMS ALLOWANCES: Tobacco. Quantity permitted to each crew 
eber. 50 grams to be smoked within first 48 hours. Wine and/or 
es. 1 open bottle of spirits. 

@ATRIATION: Facilities exist to effect crew changes and to arrange 
ations. 
BoRT: Distance from airport Leonardo da Vinci (Rome) 70 km. 

_ ME: 1 hour in advance in relation to GMT. Clock will be advanced 
win Summertime, giving 2 hours advance of GMT. 

 MUCEJAMBULANCE/FIRE: Police, 23739; Ambulance, 33333; Fire, 


1x3 
| REPHONES: Can be connected on board vessels at Quay No. 7, 8, 
ind 1 


ind 10. 
; QUDAYS: All Sundays, 1st and 6th January, 19th March, 25th and 
| April, 1st May, 2nd and 29th June, 15th August, ist and 4th 
| oember, 8th, 25th and 26th December, Easter Monday, Ascension 
; », Corpus Domini. Holiday work is subject to the authorisation of port 


{| wforties. 

WRBAGE DISPOSAL: Service available through La Marittima SRL, 
(| eTneste 37, Civitavecchia. Tel: 0766-25986. 
: (STE OIL DISPOSAL: Service available through Societa Combustibili 
' oe SRL, Viale Guido Baccelli 202, Civitavecchia. Tel: 0766- 


; rtd CLUBS: Lega Navale Italiana, V. Thaon de Revel 3. Tel: 
i 4, 
| entro Sportivo Nautico, “La Mattonara”, V. Aurelia. Tel: 0766-29289. 
| URRENCY: Italian Lira (ITL.). 
| ‘ELOPMENTS: Breakwater under construction. 
| HORITY: Capitaneria di Porto di Civitavecchia, 00053 
avecchia, Italy. Tel: 0766-35993. Telex: 611011. FAX: 0766-501717. 
~~ omnes Civitavecchia. Contact: Technical Department or 
: t Master. 


WICINO: 41.46 N. 12.13 E. 


‘CUMENTS: 
¥ore entering territorial waters in the vicinity of the port, tankers’ 
tn directly or by ship's Agent advise authority of the 
‘p's name and call sign; 
qth and draft; 
‘stination and ETA; 
eral nature and quantity of cargo. 
“ments required: - : 
‘pies Crew List. 
Sos Manifest. 
“tof Personal Effects. 
poet of Cargo. 
“TAGE: Vessel should await Pilot about 1.0 miles off the tanker 
“a platiorms which are situated in the following positions: 
stom Rt: Lat. 41° 45’ 07” N., Long. 12° 09’ 20”. 
rll R2: Lat. 41° 44’ 36” N., Long. 12° 10’ 07” E. 
tom 


(See Plan) 


AGE: Vessels waiting to berth should anchor to the South of 
Ines fr 2, not less than 1 mile from the platform and not less than 
- oe, 2M the coast. The anchorage is not recommended during 
"| i South or South-westerly winds, and in unfavourable weather 
rrakd itis advisable for vessels to remain underway. 
1 the en to use anchors in the near vicinity of the tanker berths, 
Presence of underwater pipelines. When approaching the 
®microme’s must be firmly secured in the hawse. 
P NS: Pilotage and mooring is not carried out during hours 
ur eos Unmooring possible day and night. 
camer’ R1 platform: 150,000-290,000 d.w.tonnes, 200,000 
% t tonnes, draft 50 ft. 
: 150,000 d.w.tonnes, 130,000 displacement tonnes, 
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HEALTH: Vessel will advise “Sanimare Roma Fiumicino” via Civilta’ 
Romana, 8-Roma, 12 — 24 hours before arrival. 

RADIO: Advise Refinery of vessel's ETA 72 hours before arrival via 
Roma Radio. Confirm ETA 24 hours before arrival. 

Vessels should also communicate draft, cargo temperature, lifting 
power of derrick, and vessels loading should also advise quantity of 
ballast on board. 

During cargo operations, the tanker will communicate by radio- 
telephone with the pumping station and the refinery. 

VHF: Pilot station on VHF Channel 16. Listens during daylight hours 
only. Port Authority available 24 hours on VHF Channel 16. 

TUGS: 1 x 2,330 h.p. tug. Tug required by crude oil tankers and product 
tankers to pull aft during all cargo operation. 

MEDICAL: Local doctor and hospitals available in Rome. 

TANKERS: 2 offshore mooring platforms, R1 and R2, connected to sea- 
lines of 16 in. (2) with manifold connections of 16 in. at Platform R1 and 
12in. at Platform R2. Loading rates 800 to 1,000 cu.m. per hour. 
Max. rate of discharge 5,500 cu.m.p.h. for crude and 1,000 cu.m.p.h. 
for products. 

Platform R1 for crude oil tankers. 

Platform R2 for product tankers and small crude oil tankers of not less 
than 10,000 d.w.t. 

Mooring: Vessel to have ready on arrival: port derrick rigged for hose 
handling; boat-rope, pilot ladder and combination ladder, heaving lines 
and lifebuoys on both sides; and chain stopper. 

Vessel is moored by the bow 50 m. distant from the mooring platform. 

Hoses: Connecting and disconnecting hoses performed by refinery 
personnel, vessel to supply winchman and man the derrick. Derrick 
capacity to be at least 3 tons for ships loading and discharging products 
and 8 tons for crude oil tankers. Each platform is equipped with 2 floating 
hoses, nig 200 m. long, which drift fully extended when berth is not 
occupied. 

BALLAST: Raffineria di Roma can accept dirty ballast or tank washings 
up to a maximum of 13,000 tons. Recommended advise before arrival 
the quantity of ballast to be discharged. Ballast should be reduced to a 
safe minimum to save time at the mooring berth. 

SALINITY: 25-28 ga per litre. 

FRESH WATER: Supply by barge 100 tons per trip. 

FUEL: Bunkers not available, only lube oil in drums can be supplied. 
CONSULS: All Consulates and Embassies in Rome. 

REPAIRS: Small repairs can be effected but no dry dock. 

CUSTOMS ALLOWANCES: 40 cigarettes per day for 3 days for each 
Crew member. 

AIRPORT: International airport “Leonardo da Vinci” at Fiumicino. 
TIME: GMT plus 1 hour. From March 29th to September 26th, GMT 
plus 2 hours. 

GARBAGE DISPOSAL: Contact Fiumicino Harbour Service S.R.L., 
Torre Clementina 159, 00054 Fiumicino. Tel: (06) 6505804. 

WASTE OIL DISPOSAL: No service available. 

SEAMAN’S CLUBS: None. 

REGULATIONS: Raffineria di Roma will hold vessel responsible for 
consequences of any pollution caused by oil leaking or discharged from 
the ship. Strictest precautions to be observed. 

Engine to be kept ready to leave the berth in the shortest possible 
time. 

Propeller movements are forbidden while vessel in berth, due to 
presence of floating pipelines. 

WINDS: In the Fiumicino Roads the strongest winds come from S.W., 
but all winds coming from S.E. to N.W. can cause storms that can be 
dangerous both for moored ships and anchored ships. 

Northern winds, being partially weakened by the coast, are dangerous 
only when exceptionally strong. 

Usually storms begin with S.E. winds, which then turn South-westerly 
reaching their maximum force; then they usually turn Northerly or North- 
westerly, finally weakening; this cycle can last from 3 days up to more 
than a week. However the above cycle does not always develop in this 
way, since the peculiar characteristic of this zone is the rapidity by which 
wind can change both in force and direction, as well as the sea possibility 
of becoming rough in a very short time. The stream almost always goes 
from S.E. towards N.W. at the speed of 0.5 to 1 knot. Owing to the 
Tiber’s mouth, the stream can exceptionally increase in intensity, but 
due to the distance between terminals and shore, it has never up to 
now increased in intensity to such a point as to be dangerous for mooring 
and anchoring ships. Tides are practically negligible; in fact the 
maximum difference between high and low tide is about 0.40 m. 
GENERAL: A refinery representative will remain on the vessel to 
supervise cargo inspection, loading/unloading and surveillance. He is to 
be provided with accommodation and meals. 

A Raffineria di Roma S.p.A. representative will, upon boarding the 
vessel, require a letter, stating: 

(a) the minimum discharge rate of crude oil, products or ballast or 

the maximum loading rate; 

(b) the maximum back pressure to be maintained at ship's manifold; 

(c) amount of cargo requested for loading vessel. 


SHIPMASTER'S REPORT: January 1993. 

When moored, and loading, unloading or ballasting operations are 
underway, a tug is in attendance, and keeps a stern towing line 
constantly taut from about 100 m. away. 


AUTHORITY: Compamare Roma, Viale Traiano 71, 00054 Fiumicino, 
Italy. Tel: (06) 6581911, 6581933. Cables: Compamare Roma. 
Contact: Giorgio Falcone, Comandante. 

Operator: Fina Italiana S.p.A., Via Rossini 6, C.P. 10056, 20122 Milano, 
Italy. Tel: 7759. Telex: 311210 Fina |. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, by 


GAETA: 41.13 N. 13.35 E. (See Plan) 


PORT LIMITS: Although not reported on nautical charts, port limits may 
be considered as the seaward boundaries of the compulsory pilotage 


area. 
DOCUMENTS: 

6 copies Crew List. 

6 copies Passenger List. 

6 copies Cargo Manifest. 

3 copies Provisions Manifest (Stores List). 

3 copies List of Crew Personal Effects. 

2 copies Arrival Report (on form submitted by Agents). 

2 copies Maritime Health Declaration. 

Vaccination Certificates for sighting. 

Ship's Certificates including Italian Authority dues. 

PILOTAGE: Compulsory for entering Roads, docking and undocking. 
Seaward boundaries of compulsory pilotage area within 2 miles from 
Punta Stendardo, up to a line joining Punta Stendardo with Torre Scauri 
(line bearing about 65° from Punta Stendardo). Pilots meet vessel about 
2 miles from Punta Stendardo and can be contacted by VHF (calling 
Channel 16, working Channel 12) 1 hour before vessel's arrival. 

Advance notice to Pilots given by vessel's Agent. 

ANCHORAGES: Safe anchorage can be found outside the compulsory 
pilotage area or, according to Pilot's instructions, inside above said area. 
RESTRICTIONS: No restrictions outside the compulsory pilotage area. 
Inside above area vessels to keep clear from prohibited anchorage 
areas, sea berth facilities and mooring buoys, mooring buoys for military 
vessels, oil jetty facilities and mussel beds. 

Also see “Berthing”. 

MAX. SIZE: Inside compulsory pilotage area, max. permissible length, 
breadth, draft, within values of 200,000 d.w.t. class VLCC. 

Also see “Berthing”. 

HEALTH: Pratique automatic for vessels coming from ports in E.E.C. 
countries. 

Otherwise Free Pratique granted by local Health Officer who boards 
ships on arrival together with Harbour Officers, between 0700 hrs. and 
sunset. In order to facilitate boarding by officers at anchorage or berths, 
it is requested that vessels have a convenient accommodation ladder/ 
eto ready. 

ADIO: 72, 48 and 24 hours’ definite notice to Agent through Roma 
Radio (IAR). 

VHF: Port Authority, Pilots, Tugs, Oil Sea Berth, Oil Jetty and Agency 
Offices equipped with VHF; calling Channel 16. 
TUGS: Tugs standing just inside Punta Stendardo, being called for 
service by the boarding Pilot. Ship's lines used. 

Tug-boat assistance compulsory, for vessel over 1,600 g.rt., for 
docking and undocking; stand-by tug compulsory, for vessel loading or 
discharging at oil jetty (but not at oil sea berth), from connection to 
disconnection of cargo hoses. 

BERTHING: Oil sea berth for VLCCs discharging crude oil, oil jetty for 
tankers discharging/loading crude oil and oil products, dry cargo main 
quay “Caboto”, dry cargo pier “Genepesca’. Docking/undocking 
normally performed in daytime only with possible exceptions. 

VLCC Sea Berth: Owned by Messrs. S.1.0.G. (Societa’ Italiana Oleodotti 
Gaeta) for class VLCC 200,000 d.w.t. discharging crude oil. Restrictions 
for vessels within above d.w.t. class not yet officially issued. Max. values 
of d.w.t., length, draft of vessels already called: 

— Max. d.w.t.: 260,000 (VLCC Athene) 

— Max. length: 349 m. (VLCC Agip Lazio) 

— Max. draft: 20.30 m. (VLCC Agip Lazio) 

One or 2 extra tugs (in addition to the 3 existing in the Port of Gaeta) 
may be needed for berthing larger size vessels at the sea berth, said 
extra tugs to come from Naples with adequate advance notice. 
Terminal A.G.1.P.: Owned by A.G.I.P. (Deposito Costiero di Gaeta) for 
tankers discharging/loading crude oil and oil products. 

Restrictions: 


Maximum permissible draft. .............. cece ee eee eee 48 ft. 
Maximum permissible distance between cargo 

manifolds and vessel's stern. ............00 eee eee 450 ft. 
Maximum permissible height of above vessel's 

cargo manifold from sea level ...............-...-5- 49 ft. 


Tankers up to 60,000 d.w.t. normally berth and operate at A.G.I.P. 
Jetty; tankers over 60,000 d.w.t. and up to 90,000 d.w.t. may be berthed 
at Oil Jetty or at Sea Berth according A.G.I.P.. advice; tankers over 
90,000 d.w.t. will find berth at Sea Berth. 

Terminal A.G.I.P. is a finger jetty with 3 berths: North Berth with 
restrictions as above; South Berth for vessels up to 39 ft. draft; stern 
berth for small coastwise vessels. 

North and South Berths equipped with 4 articulated 8 in. steel pipe 
connections. 

Dry Cargo Quay ‘‘Caboto”’: 106 m. long quay with max. official draft 
limitation of 20 ft.; vessels up to 130 m. length, drafts up to 20 ft. fwd 
and 22 ft. aft, are normally accommodated. 

Dry Cargo Pier “‘Genepesca’’: 50 m. long pier with 1 berth each side 
for vessels up to 15 ft. draft. 

New Dry Cargo Quay “Salvo D'Acquisto”: Length 250 m., width 
80.0 m., dredged depth 8.0 m. 

Dry Cargo Handling: Cargo normally handled — general cargo, clay, 
kaolin, fertilisers, animal-feed, frozen commodities, clinker, cement, steel 
rounds, steel coils, aluminium ingots, etc. 

CRANES: 8 mobile dock cranes available, having max. lifting capacity 
30 tons — 70 tons. 

STEVEDORES: Compagnia Lavoratori Portuali ‘G. Caboto’. Gangs 
ordered by Agents dealing with cargo. Working hours: 0800 hrs. — 
1200 hrs. and 1300 hrs. — 1700 hrs. 

MEDICAL: Physician, Dentist, Eye and other Specialists available. 
Hospital and Nursing Home in Formia (7 km. from Gaeta); new Gaeta 
Hospital operative. Inoculation service available. Vaccination Certificates 
issued. Extension of Derat Certificates granted. 


1012 


TANKERS: See “Berthing”. 

BALLAST: At all berths only clean ballast can be pumped Ou) 
Oil Jetty equipped with system for discharging ballast ashom, & 
8 in. connections and a 1600 m. long 10 in. pipeline at a rate g 
400 — 450 t.p.h. ty 
FRESH WATER: Of excellent quality supplied to ships at aj 

not at sea berth. At sea berth or at road, fresh water canbe, & 
by tug-boat but expensive. Ra 
FUEL: Supplies of Bunker “C” and Gasoil can be arrange 
installation at A.G.I.P. Oil Jetty; a minimum quantity of a, © 
required for fuel and 100 tons for Gasoil. At dry cargo berths by 
can only be arranged by road tanker. Bunkers not available fy, 9 
accommodated at sea berth. Qs 
REPAIRS: Minor steel and machinery repairs currently Perfo S| 
local machine shops; major repairs may be effected by Persone oe 
equipment from Naples. re 
DRY DOCKS: 2 dry docks for vessels up to about 70 m. | w 
SURVEYORS: Lloyd's, A.B.S. and other Classification %, % 
Surveyors obtainable from Naples. ra 
CUSTOMS ALLOWANCES: 40 cigarettes and 1 Opened wir w 
bottle per man. on 
REPATRIATION: Facilities available for effecting crew chan, * 
arranging repatriation. fat 
AIRPORT: Nearest airports Naples (96 km.) and Rome (nteng * 
airport 135 km.). Be 
TIME: GMT plus 1 hour September to March; GMT plus 2 hour) 
to September. # 
POLICE/AMBULANCE/FIRE: Police station telephone number 9g 
(emergency); 460031 ; 460474. Ambulances telephone numbers 5 Ft 
24461. Fire department telephone number: 460270; 460931. Ne 
EMERGENCY CO-ORDINATION CENTRE: Contact Harbour lis g) 


Office. a 
TELEPHONES: Arrangements for placing telephone aboard vege Fil 
available. 

STORING: At dry cargo berths vessels may be stored by tua) R 
jetty or sea berth by motor launch or barge. I 
IDENTIFICATION CARDS: Shore passes issued by local polite pj 
GARBAGE DISPOSAL: Available. Ol 
DEVELOPMENTS: New commercial port and tourist pots ¢ 
constructed. Cl 
AUTHORITY: Capitaneria di Porto — Gaeta, Piazzale Cabato, 0 4) 
Gaeta. Tel: (0771) 460100, 460088. Contact: Mario Maglue 7 
Commandant. 
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GELA: 37.04 N. 14.15 E. 


DOCUMENTS: 
For Maritime Authority: 

Arrival Report. 

Crew List. 

Ship's Certificates, for sighting. 

For Port Health: 

Maritime Declaration of Health (1 copy). 

Vaccination Certificates, for sighting. 
For Customs: 

List of supplies, deck and engine stores. 

Cargo Manifest and Bills of Lading. 

For Commissariat of Public Safety: 

Passenger List (2 copies). 

Crew List (1 copy). 

Shore Passes for all Passengers and Crew. 
PILOTAGE: Pilotage is compulsory for vessels of 500 g.rt at ) 
The Gela Pilots’ Corporation, based at lonio Street No. 2. Tél 
917051, has VHF equipment (Channel 16 for calling-up; Channé 
working). 

Requests for pilotage must be made two hours prior to ETAE 
office hours (O600hrs to 2000 hrs.). 

The Corporation has 2 service vessels with a black hull anit 
letter “P” painted in white on both sides. To call the Pilot, the® 
laid down in the international signalling code must be em 

The pilotage service is rendered up to 1 mile from the Port sé 

Vessels awaiting the Pilot must anchor 1 mile to the Wes! 
breakwater on a bearing of 250° from the green light on the bre te 
or 1 mile to the East of the same breakwater on a bearing of tf 
the red light on the breakwater. 

Berthing may be effected daylight hours. Unberthing can be ' 
day and night. 

ANCHORAGE: See “Pilotage”’. 

RESTRICTIONS: See “Pilotage”’. 

MAX. SIZE: See “Berthing”. ; 
HEALTH: Free Pratique is not granted by radio but is given a 
after an accurate inspection. 

RADIO: Roma Radio or Augusta Radio. Messages are or} 
quicker through Roma Radio. There is a coastal radio stato" ; 
VHF: The District Maritime Office listens on VHF Channel 
office hours (0800 to 2000 hrs.). ’ 
TUGS: Tug service is effected by 3 tugs stationed at the Po" ’ 

Use of tugs is compulsory for tankers and dry cag? 
(dependent on g.r.t. and n.r.t.). 

BERTHING: On the Port Island of Gela, the following 
available: F 

6 berths on the breakwater suitable for taking tankers wer 
registered tonnage up to 30,000 tonnes and with a draft of 
All berths are equipped to take bilge water and dirty ballast 
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; at the head of the pier suitable for taking vessels with dry 

* ading facilities and up to 18,000 g.r.t. with a draft of 31 ft. 6 in. 

%E eastern berth is equipped with two platform trucks for handling 

acity 8 tons. 

¥ ee benh does not have stationary quay equipment; mobile 

es co be made available for handling manufactured products, 
tons. 

ae the small head of the pier capable of taking tankers up 

git with a draft of 20 ft. ' 

{ga berth in the buoyed area capable of taking tankers up to 80,000 

_y win a draft of 42 ft. 

¥ go 0€ “Tankers”. ; 

egyEDORES: Stevedoring carried out by local company. Labour must 

yyoered by Agent 3 — 12 hours in advance, depending on the shift 


L: All assistance can be arranged by Agents. Hospital and 
sae clinic available. Vaccinations and inoculations together with 
certificates can be carried out by the Office of Marine Health. 
ayxERS: Anic Sea Line Terminal: Situated about 1 mile off the 
ater, a crude oil discharge berth in depth of 42 ft. served by 34 in. 
terminating in two 12 in. flexible hoses. No slop discharge 
Atthe breakwater, Berths No. 1 to 6 for loading refined products 
mi lPG can accommodate vessels up to 30,000 g.r.t. with max. draft 
s| sin. Berths No. 1 and 2 are used for crude oil and heavy products. 
ses No. 3 and 4 are used for light products and gasoil. Berths No. 5 
. 6 are used for LPG and petrochemical products. 
tanks situated up to about 15 m. above sea level. 
: 1024. 
SH WATER: Available at all berths against payment. Rate 10 t.p.h. 
ewallable at Sea-Line Terminal. 
.| #€L: Available to vessels moored at the jetty head by means of road 
er, for small quantities only. 
im PRECAUTIONS: General standards of safety applicable to oil 
ws must be observed. 
| QNSULS: No local representation. 
PAIRS: Only minor repairs possible (Wood and metal work). 
7 DOCKS: None. 
¥ENINGICLOSING HATCHES: Optional to employ shore personnel. 
| ySTOMS ALLOWANCES: As for other Italian Ports. 
USSIFICATION SOCIETIES: None. 
(PORT: No airport at Gela. Nearest airports at Catania and Palermo. 
ME: GMT plus 1 hour. Summertime: GMT plus 2 hours. 
QUDAYS: ist January, Easter, Lunedi dell’ Angelo (Angel's Monday), 
w 25th, May 1st, August 15th, November 1st, December 8th, 
member 25th and 26th. 
SEPHONE NUMBERS: (Prefix 0933). 


\artine Authority 917755 Fire Brigade 911922 
Customs 917716 Civil Hospital 930522 
\varitine Health 930067 Pilots 917051 
‘nance Guard 930170 Tugs 911008 
*wlic Safety Authority 930091 Boatmen 918009 
Carabinieri 912868 Port Company 917775 


TLEPHONES: It is not possible to have telephones placed onboard. 

HORE LEAVE: Allowed. 

UNTIFICATION CARDS: Required. 

eee: Capitaneria di Porto di Gela, Ufficia Circondariale 
imo, Gela. 


®NOA: 44.24 N. 08.54 E. 


| QUMENTS: 
| ire Lists. 
‘Passenger Lists. 
‘visions Manifest. 
_ faifest of Crew Personal Effects. 
‘igo Manifests. 
‘val Report, completed on arrival. 
atime Declaration of Health Certificate, completed on arrival. 
9's Certificates including Italian Authority Dues. 
| ®0nation Certificates for sighting. 
| “ers: All the ships whose building contract dates 1975 or whose 
. “mg started after June, 1976, must have a certificate 1.0.P.P. 
"national Oil Pollution Prevention). If not, sailing will not be granted. 
| other ships built before must have onboard all anti-pollution 
‘onent and must hold the |.0.P.P. Certificate as from October 2nd, 


(See Plan) 


480 the ships whose country has not taken part in MARPOL will be 
aT by Port Authorities and R.I.N.A. for obtaining sailing permit. 
AGE: Pilots advised of vessel's arrival by port authority and the 

oY vessel's Agent. Therefore accurate ETA recommended. 
in Compulsory for vessels over 500 g.r.t. To contact Pilots and 
Med at VHF Channel 12. Time of working 24 hours. Pilots board 
| WCHOE about 1 mile off port entrance. 
mig AGES Anchorage beyond the meridian passing through the 
4 ‘at the end of Duca di Galliera Pier is forbidden from 1st June 
. Tm ember. 
ONS: Tankers not usually berthed during night. 
1 9% 4 discharging at SPM vessel should keep at all times at least 
5 * SDWT (cargo and/or ballast) on board and trim should not 
| 


m. 
age Tankers: Up to 46 ft. draft within port. No limit for tankers 
2 *t Single mooring platform outside the port. 


Vessels: 31 ft. to 40 ft. draft. Also see “Tankers” and “Berthing”. 
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HEALTH: Free Pratique may be requested by radio to “Sanimare, 
Genoa”, between 12 to 6 hours before arrival, advising vessel's name, 
nationality, last port, number of passengers and crew and state of health 
on board. Pratique is automatic for vessels coming from all ports where 
there is no sanitary order. 

RADIO: Genoa Radio, call sign ICB. Agent uses same station when 
cabling to vessels. 

TUGS: Tugs join vessel at port entrance. Ship's line used. 42 tugs 
available, 600 h.p. — 6,000 h.p. Use of tugs optional except for vessels 
mooring to the platform or the buoy (oil discharge). 

BERTHING: Pilot advises Master which side to berth. Shore fenders 
keep vessel off quay. 

Molo Vecchio: 452 m. berthing length; 29-31 ft. permitted draft. 

Silos Ponte Parodi: 200 m. berthing length; 36 ft. permitted draft. 

Silos S. Limbania: 150 m. berthing length on both sides of the pier; 
permitted draft: 33 ft. East side, 36 ft. West side. 

Ponte dei Mille: East side: 292 m. berthing length; 27—28 ft. permitted 
draft West side: 265 m. berthing length; 26—27 ft. permitted draft. 
Ponte Andrea Doria: East side: 238 m. berthing length; 36 ft. permitted 
draft. West side: 233 m. berthing length; 36 ft. permitted draft. 

Calata Oli Minerali: 474 m. berthing length (bow mooring); 24-36 ft. 
permitted draft. 

Calata Stefano Canzio: 422 m. berthing length (bow mooring); 31-33 ft. 
permitted draft. 

Calata Bettolo: 434 m. berthing length; 30 ft. permitted draft. 

Ponte Rubattino: East side: 328 m. berthing length; 34 ft. 6 in. permitted 
draft. West side: 340 m. berthing length; 27—29 ft. permitted draft. 
Ponte S. Giorgio: East side: 390 m. (will soon be in operation); 32 ft. 
permitted draft (will be 37 ft. 6 in.). West side: 264 m. berthing length; 
30 ft. 6 in. permitted draft. 

Ponte Ex-ldroscalo: East side: 190 m. berthing length; 29 ft. permitted 
draft. Head: 190 m. berthing length; 35 ft. permitted draft. West side: 
260 m. berthing length; 28-32 ft. permitted draft. 

Ponte Ethiopia: East side: 255 m. berthing length; 32-33 ft. permitted 
draft. Head: 146 m. berthing length; 32 ft. permitted draft. West side: 
399 m. berthing length; 29-31 ft. permitted draft. 

Ponte Eritrea: East side: 388 m. berthing length; 29-31 ft. permitted 
draft. Head: 145 m. berthing length; 31 ft. permitted draft. West side: 
398 m. berthing length; 29-31 ft. permitted draft. 

Banchina Italsider: 500 m. berthing length; 40—44 ft. permitted draft. 

Also see “Container Handling Facilities’ and “Specialised Cargo 
Handling Facilities”. 

CRANES: Over 300 cranes and elevators with lifting capacities ranging 
from 1 to 45 tons. Over 80 self-propelling cranes with lifting capacities 
ranging from 10 to 45 tons. 9 floating cranes with lifting capacities of up 
to 210 tons. 

CONTAINER HANDLING FACILITIES: Ponte N. Ronco/Ponte 
Canepa/Ponte Libia: The Container Terminal covers a total surface of 
about 250,000 sq.m., of which 230,000 sq.m. are uncovered areas for 
positioning containers and about 17,000 sq.m. consist of covered areas 
for deposit of packed goods coming from stripping and intended for 
stuffing of containers. Quays with a total length of 1,200 m. and a depth 
of 11 m. — 11.5 m. (36 ft. — 38 ft.) make it possible to berth 5 ships and 
modern lifting facilities enable to effect loading and unloading operations 
at a rate of 1 container every 3 minutes. About 5 km. of railway lines 
are at the disposal of the terminal for the containers marshalling. 

The terminal has a stacking capacity of about 10,000 containers and 
handles 200,000 containers a year for 30 companies. 

The Port of Genoa Authority (C.A.P.) runs the Container Terminal and 
sees to the integral management of the operations for unloading/loading 
containers. 

The Port Authority renders all the services in connection with 
containers and cargo, and in particular: 

Total planning of ship operations, included calculations of stability, 
draft, torsion, etc. 

Checking of the conditions of containers on receiving and on delivering 
them, on stuffing and on stripping, and issuing of the relevant 
“interchanges”. 

Drawing up of damage reports. 

Cleaning and disinfestation (when necessary) of containers. 

Assistance on stowing, unstowing and on lashing, unlashing cargo 
inside containers. 

Assistance in repairing packing. 

Container sealing, labelling and weighing. 

Assistance to reefer containers (plugging and unplugging to electric 
outlets, checking of temperatures, drawing up of “pre-trip inspection 
certificates”’). 

Terminal Equipment: 

6 x 45 ton container gantry cranes. 

6 transtainers on rails. 

4 transtainers on tyres. 

Large fleet of straddle carriers, lift trucks, trailers and fork-lift trucks. 
Calata Sanita Container Terminal: 


Length of Quay 525 m. 
Available Operating Length 440m. 
Depth 14.5 m. (46 ft.) 
Total Area 165,000 sq. m. 
Stacking Capacity 4,000 TEU. 
Annual Handling Capacity 200,000 TEU. 
Portainer Cranes 3x45 ton 
Lifting Capacity 
Transtainers 8x40 ton 


Lifting Capacity 
Also see “Developments”. 

SPECIALISED CARGO HANDLING FACILITIES: See “Berthing” for 
max. draft. 

Ro/Ro Terminals: 25 special berths at Ponte Spinola, Ponte Calvi, Ponte 
dei Mille, Ponte A. Doria, Calata S. Lazzarino, Ponte Colombo, Ponte 
Assereto, Calata San Benigno, Calata Bettolo, Calata Bengasi, Calata 
Tripoli and Calata Derna, 45,000 sq.m. parking areas. 
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Cotton: 2 warehouses at Molo Vecchio, totalling 42,000 sq.m. in area 
and a 85,000 bale capacity. 
Grain Silos: One at Santa Limbania (65,000 ton storage capacity — 
600 t.p.h. unloading capacity). One at Ponte Parodi (45,000 ton storage 
capacity — 450 t.p.h. unloading capacity). 
Maritime Passenger Stations: One at Ponte dei Mille and another one 
at Ponte Andrea Doria, capable of dealing with 5,000 passengers a day. 
Three stations for Ro/Ro passengers at Ponte Calvi, Ponte Colombo 
and Calata Chiappella. 
Animal Fats and Oils Depots: Plants at Ponte Assereto, Calata Sanita 
and Ponte Etiopia. 
144 tanks having a total capacity of up to 53,000 tons. 
14 barges with a total capacity of up to 12,000 tons. 


Timber Terminal: 2 berths at Ponte ex-Idroscalo, 50,000 sq.m. area yard. 


Coffee: A special warehouse is available at Ponte Etiopia, covering 
8,800 sq.m. 50,000 sacks can be stored there. 
Cellulose Terminals: 2 special berths at Ponte Eritrea and Ponte 
Somalia. 12,000 sq.m. of covered area. 
Export-cargo Clearing Centre: Warehouse of 15,000 sq.m. equipped for 
the handling of 1,000 tons a day of parcels. 
Wool: A special warehouse at Ponte Libia covering a 17,000 sq.m. area. 
40,000 bale capacity. 
Other Special Plants: Warehouses, depots, and special facilities for 
wine, salt, skins, bananas, coal. 
MEDICAL: All medical assistance available. Advance notice required 
for urgent cases only. 
TANKERS: Berths in Genoa Harbour suitable for tankers up to 750 ft. 
length, 34 ft. draft. Tankers discharging at Calata Sanita and Calata Oli 
Minerali are berthed stern to quay. 

Multedo Harbour situated West of main harbour has the following 
jetties: 

Multedo Pier — for vessels up to 588 ft. length, 31 ft. draft. 

Pier “A” — for vessels up to 580 ft. length, 36 ft. draft. 

Pier “B" — for vessels up to 850 ft. length, 43 ft. draft. 

Pier “C’’ — for vessels up to 850 ft. length, 46 ft. draft. 

Pier “‘D'" — Presently accommodating tankers up to 46 ft. draft. 

Discharge Rate: Maximum discharge rate for crude products: 


Pier “A” 2,500/3,500 t.p.h. 
Pier “B” 3,500/6,000 t.p.h. 
Pier “C” 6,000/8,000 t.p.h. 
Pier “D” 6,000/8,000 t.p.h. 


Masters may speak direct to Pilots or Harbour Masters at Multedo Oil 
Berth in order to obtain latest information about berthing, etc., by calling 
on VHF Channel 6. 

rd tankers over 40,000 d.w.t. must have inert gas system fitted and 
working. 

Multedo Inner Harbour: Cautionary Advice: The twisted course of the 
buoyed channel and its limited width decreasing from 700 ft. at the 
entrance down to 490 ft. abeam the head of Molo Multedo represent a 
high risk factor. Therefore a good helmsman should steer the ship and 
prompt engine response is required. In approaching the entrance 
channel do not attempt to pass between the SPM and the breakwater. 

Berthing Procedure: From the pilot station, vessels approach the 

buoyed channel heading 036°(T) in order to pass 800 m. abeam the 
tower and 200 m. abeam of the new Voltri Breakwater head. Tugs are 
made fast at the entrance of the buoyed channel. Vessels are swung 
in the dredged turning area off the pier heads and backed down to the 
berths. The mooring operation is controlled from the pier by a Marine 
Terminal Supervisor (Docking Master) who communicates with the Pilot 
by walkie-talkie. 
Calata Canzio: Cautionary Advice: The direction of approach across the 
West-going current, the limited width and the considerable traffic of 
vessels demand great caution when entering or leaving the East 
Entrance. 

Single Buoy Mooring: The new mooring facility is located at 1,740 m. 
from the airport breakwater in a water depth of about 65 m., at distance 
of 2,250 m. from the platform and just in front of Italsider steel factory; 
it is linked with shore plants by a submarine pipeline. 

The new buoy can accommodate tankers up to 270,000 d.w.t., 350 m. 
length, 53 m. beam, 20 m. draft. This size was chosen on account of 
the fact that 80% of vessels coming up to the platform are under 270,000 
d.w.t., whereas it can accommodate vessels up to 500,000 d.w.t. 

The terminal operations are expected to take the following time: 

Mooring: (from tanker arrival to pump beginning) 2 — 3 hours. 

Discharge: (tankers up to 270,000 d.w.t. and discharge rate 
9,000 cu.m./p.h.) 20 hours. 

Unmooring: 30 minutes. 

Single Mooring Platform: A steel tower, set up about 2,800 m. off 
the Genoa Multedo Oil Dock in water 50 m. in depth is provided for the 
discharge of crude oil from supertankers up to 500,000 d.w.t. Unloading 
capacity 14,000 cu.m./h. 

A 48 in. (120 cm.) submarine pipeline connects the tower with the 
terminals of all the oil companies operating at the Multedo Oil Dock. 
Technical Characteristics: The tower consists of a steel structure having 
the form of a truncated pyramid set into the sea-bed at a depth of 50 m. 
and ot op the following parts above the level of the sea: 

A lower platform having quarters for the accommodation of personnel 
or the housing of the various services, the deck being at a height of 
6.335 m. a.s.l. This platform is protected by a steel structure mounted 
on elastic supports, with wooden fenders topped with rubber buffers. 
The toroidal structure, externally to the rubber buffers, is 34.20 m. in 
diameter. Under the impact of a vessel, the ring will shift axially for a 
distance of 2m. as a result of the system of shock absorbers which 
support the lower platform. 

An upper platform 10.335 m. a.s.|. which carries the rotating arm for 
berthing tankers and the connection of the floating discharge hoses. The 
rotating arm reaches a height of 13.882 m. a.s.|. and is fitted with: 

(a) a bollard capable of withstanding a horizontal pull of 360 tons; 

(b) 2 pipes 24 in. in diameter running to a double universal joint at 
sea level for connecting the riser of the submarine line to the floating 
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hoses linking tower and tanker; on the rotating part of the towe, 
24 in. pipes are fitted with cut-off valves and may be connecies™ 
the other by means of a by-pass with a gate valve; 4 

(c) a 5 ton service crane; 

(d) a lighted beacon and radar reflector at a height of 23 m 
Floating Hoses for Crude Oil Discharge: The 2 24 in. pipes we, 
the riser connects on the tower are coupled by universaj 
floating hoses of 24 in. diameter, with 16 in. terminals, Gach hog 
about 310 m. in length and consisting of 29 sections of 109. 
which the last 3 are of 16 in. diameter for connecting to the, 
manifold. They are fitted with a blank flange, a Camlock r, § 
joint and a Keystone rapid cut-off valve that will ensure Perfect ign 
and rapid disconnection in an emergency. 

The hose connections are exactly 90° left of the bollard With eg 
to the mooring vessel. 

Signal Lights and Fog Horn: The tower is equipped with a ony 
flashing white light 23 m. a.s.|. and a fog horn. 

The 2 floating hoses are marked at night by 5 red lights visi. 
distance of 2 miles. : 
Request for Berth: Mooring at the tower is generally reserved forts 
which, owing to their size and draft, are unable to use the Mules 
Dock and have applied for permission to the Port of Genoa Ap 
Oil Dock Management. 

Order of Berthing: Arriving tankers that are to work Cargo at they 
and are awaiting authorisation to berth thereat must anchor in the» 

The order of berthing is that of anchorage in the roads and, fory: 
authorised to berth, according to the moment when arrival in thes 
is signalled to the Port Authority's lookout station at the foot of the: 
lighthouse in Genoa Harbour. 

Should it be impossible to communicate with the lookout state 
time when communication is established with the Genoa-Multsy 
Dock Operations Office over VHF radio, on the frequency that» 
notified as soon as possible (normally Channel 6 — 15634 
indicating the point of anchorage or the ship's position, will se» 
establishing the order of berthing. 

Berthing at the tower will be authorised by the Oil Dock M 
upon receipt of the Master's written or radioed assurance that te 
is fully efficient and ready to proceed to berth and commence disty 
The Oil Companies that are receivers of cargoes or in anyway ines 
as users of the Oil Dock should begin discharge within 4 hoy 
completion of mooring and continue without interruption, day anty 

Saving cases of proven force majeure, vessels moored at the} 

must restrict berth occupancy to the time strictly needed for diss 
operations and for ballasting. 
Berthing at Tower: Berthing at the tower will be authorised only we 
permitting and must be carried out with the assistance of a Pit 
Master may ask for the help of tugs, in the number needed tom 
the manoeuvre being executed safely. 

Ships should moor using two 15 in. nylon hawsers 65 m. in® 
supplied by the tower, each able to withstand a 300 ton pull. Ty 
of each hawser is fitted with a 4.5 m. length of chain of which 
link, devoid of stud, will be made fast to the ship's bow structs 
securing mooring ropes. 

The section of chain outside the fairleads contains a safety & 
calculated for a breaking load of 200 tons. 

The vessel's mooring structures: anchor plates with aperture ® 
quick release hooks, bollards, steel ropes, warping winches, ett.’ 
be in fully efficient condition and able to withstand the stresses tt 
they will be subject once the mooring ropes have been made® 
them; they must furthermore allow for the ship being unmooredé 
moment by the crew. 

As the mooring hawsers can break for accidental #! 
unpredictable causes before the limit of 200 tons is reached, ® 
the inspection normally made before the arrival of each ship, al® 
moored at the tower must at all times have their engines ready 
at full speed. 

Safety Distance around Tower and Pipe-line: No ship or other o# 
station itself, anchor, fish, or carry out underwater or other acti® 
the area around the tower and pipeline, boundaries of which a 

South: Parallel 44° 23’ 30” N. 

North: The coast. 

West: Meridian 8° 49’ 40” E. 

East: Meridian 8° 49’ 20" E. 

Excepting for tankers proceeding to the tower and the craftp® 

harbour services and assistance, or other craft which have be 
authorised, no vessel or whatsoever craft may sail within a ae 
800 m. of the tower. 
Mooring and Warping Ropes: The 2 mooring hawsers will be# 
to a bollard which is part of the rotating structure of the tower 2% 
14m. a.s.|. When no vessel is at berth, the 2 hawsers fica? 
surface, supported by red and yellow luminescent sleeves. 

The ends of the hawsers are secured to 2 luminescent @? 
which support the lengths of chain that are to be made fast ane 

Before a tanker arrives, the Port Authority's personnel will mt 
ends of the chain of each mooring line fast to a bi” 
polypropylene rope about 80 m. in length which the vessel mus 
so that she may be slowly warped in to the tower. 

Vessel will be moored with the aid of a craft suitable for ope®" 
the open sea. 

Watches, Emergency services and Master's Contacts with ae 
Engaged in Discharge: As though at anchor in the roads 
moored at the tower must continue to keep sea watches an 
board the crew required to cope with any emergency ma 

for vacating the berth or to meet any other serious event iow 
safety of the ship, persons and cargo. 

Before commencing discharge, Masters should take steps 8% 
liaison ensuring rapid and reliable communication between t® 
Management's representatives aboard, the Company interestel® 
discharge and the Master has been arranged. 
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yeasures to keep Vessel Clear of Tower: Vessels at berth must 
we tly clear of the outer ring of the tower to ensure that the 
9 will not collide with the tower structures. 
” ws end, the Master must adopt all necessary measures and 
¢ and take such other steps as may be ordered by the Port 
; including the use of a tug in order to keep the vessel at a safe 
from the tower. 
ere? needing to activate propellers in order to heat turbines must 
‘evolution to the minimum and run engines astern. 
ase Handling: While vessels are approaching and mooring at the 
one of the craft will take the floating hoses in tow, arranging and 
ann them in a position where they will not hinder manoeuvring. 
gn completion of mooring, the hoses will be brought alongside the 
onthe port side, so that the ends are level with the ship's manifold, 
wil be secured to the tackle of the cargo derrick in such a manner 
cargo receivers’ personnel and the ship's crew may jointly hoist, 
and get the hoses ready and then begin discharge. Hoses must 


| abe subjected to a pressure of more than 14 kg./sq. cm. 


"ye ship's derrick should be able to lift at least 10 tons. 
.By Tenders during Discharge: During mooring and discharge and 
sailing, the Port Authority will keep alongside or in proximity to the 
gee a stand-by tender of suitable size and power provided with the 
material and equipment that will ensure the proper functioning 
vee tower's facilities and provide any assistance that may be needed 
«ne event of a spillage or other emergency. 
spother smaller craft, duly equipped for the purpose, will be provided 
ie Port Authority for liaison between the Oil Dock, tower, tanker and 
weer and for transporting personnel or light materials. 
the 2 craft will be equipped with continuous listening VHF radio and 
yp anti-pollution and fire-fighting equipment. 
agiom Services: The services relating to the operation of the tower's 
«ed and mobile facilities are under the control of the Genoa-Multedo 
‘Dock Management, which exercises them through its personnel on 
fe spot. 
Srateioyes in charge of services on the tower will be in touch, by 
wf radio, with the Oil Dock Management, informing the latter how 
ssharge is proceeding and of any abnormality and receiving from the 
wer such instructions as may be necessary. Locally, he will keep in 
meh with the ship’s Master and the representative of the Company 


.| wrested with the discharge in order to facilitate operations in so far as 


%'s responsible and comply with all requests that may result in 
gantages and in improving safety in general. 

‘sonnel Attending to Ship's Discharge: The Oil Company who is 
ago receiver or anyway interested with the discharge and the Master, 
acn within his own field of competence, will jointly supervise and be 
sponsible for discharge and for connecting and disconnecting hoses. 
Arepresentative of the cargo receivers appointed for the purpose, will 


| @p in constant touch with the company’s booster station and the Oil 


tuk by means of VHF radio. He will act also in collaboration with the 
taster and the Port Authority's representative. For connecting and 
isonnecting hoses, the latter will make available the material and 
gupment provided on the tender. 

Sing of Hoses With Water When Not In Use: For reasons of safety and 
Sprevent pollution, the floating hoses must be kept full of water when 
‘olin use. 

Tothis end, the 2 hoses are connected in the tower by means of the 
‘pass before the gate and non-return valves. 

agreement with the Master, the cargo receivers must drain the 


:| ses of water before commencing discharge. 


On completion of discharge, the cargo receivers must likewise flush 
uithe hoses to remove all traces of oil, fill then with water, disconnect 
tem, apply the blank flanges, close the Keystone cut-off valves and 
ower the hoses into the sea. 

‘Us strictly forbidden: 

8) to introduce compressed air or any kind of gas into the hoses or 
*e submarine pipeline; 

)to discharge the water from the hoses into the sea at the beginning 
— or that used for flushing the hoses on completion of 

ions. 

during flushing, the cargo receivers must take all precautions against 
“age or spillage of the water employed for the purpose. 

“ruption of Discharge Operations for Safety Reasons: In the event 
'@deterioration of sea conditions, violent thunderstorms, trouble with 
® facilities that jeopardises safety, large scale pollution or other 
“gerous circumstances, the Management of the Oil Dock may, at its 
™unchallengeable discretion, order: 

~ immediate interruption of discharge; 
~ that the hoses be got ready for lowering into the sea; 
~the adoption of all such measures as will enable the vessel rapidly 
to vacate the berth. 
.. agreement with the cargo receivers, vessels must therefore 
“nlain a trim during discharge that will enable them to take to sea 
at any moment. 
po moaeil to Pollute. Cleaning Up: Ships moored at the tower must not 
pe . the water with hydrocarbons, solid residues, or oil mixtures of 

/kind, nor effect gas-freeing or tank cleaning or transfer oil from one 

‘0 another by means of temporary hoses or pipes slung over 

h S Or other tank apertures. 

the event of oil spills, the Oil Dock Management, without prejudice 
"e application of the penalties provided by law, will order the anti- 
equipment of the craft standing by to come into operation at 

at the expense of whomsoever may be concerned, and the 
~ of other equipment for cleaning up should it deem this 


~kering and Victualling: Bunkers, victuals, drinking water and stores 

general be taken aboard while awaiting berth in the roads. Such 

— may also be effected with the vessel moored at the tower 

or during discharge (but not during ballasting) according to the 

+, Ue prescribed by the Oil Dock Management and with observance 
“* Precautions that are ordered. 
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Ships and any other craft coming alongside tankers must be provided 
with a sufficient number of strong fenders to prevent hull to hull contact 
and be fitted with spark arresters on all main and auxiliary engine 
exhausts. 

Authorisation to go Aboard: Persons needing to go aboard to do work 
or for other justified reasons must be provided with an authorisation 
issued by the Oil Dock Management. 

Work on Engines: It is forbidden to vessels moored at the tower to carry 
out works which put the engines out of action or reduce its efficiency. 

Other work which cannot be delayed may be authorised exceptionally 
by the Oil Dock Management at its own discretion provided certain 
instructions and safety measures are observed. 

Transhipments: Vessels moored at the tower may carry out transhipment 
of their cargoes only to vessels moored in the Oil Dock, for such 
purposes making use of the pipeline. 

Other Regulations: Without prejudice to the regulations currently in force 
in the waters of the Maritime Department of Genoa, for all such matters 
as are not expressly provided for in the present regulations there shall 
be applied, to the extent to which they are applicable, the provisions of 
the Harbour Police and Safety Regulations for the Genoa-Multedo Oil 
Dock, approved by order No. 10 of the President of the Port of Genoa 
Authority on the 30th September, 1968, the regulations for bunkering 
tankers in the Genoa-Multedo Oil Dock, approved by decree No. 1384 
of the President of the Port of Genoa Authority on the 1st September, 
1966, of the Marine Services and Harbour Police Regulations approved 
by order No. 2 of the President of the Port of Genoa Authority on the 
1st March, 1972, and the other laws and regulations in force in the Port 
of Genoa. 

Penalties: \nfringements of these regulations will be punished by 
application of the penalties provided in the Code of Navigation. 


Safety Rules to Complied with during Stay of Tankers at Sea Terminal 

of Genoa-Multedo: The following are the principal safety rules that the 

Master is bound to strictly comply with and enforce during the stay of 

the ship under his command of Genoa-Multedo. 

1. The main propelling machinery must be kept ready to move 
(standby) and there must always be available on board a sufficient 
number of crewmen to enable the ship to leave the berth 
immediately whenever ordered to by the Port of Genoa Authority 
(Consorzio Autonomo del Porto); 

2. Vessel must have ready the accommodation ladder on starboard 
side and — on port side — the pilot ladder rigged forward of the 
poophouse; 

. Decks and surrounding waters must be properly lighted; 

. When mooring to platform anchors must never be dropped; 

. Vessel’s firefighting equipment and the men in charge of its 
operation must always be ready for immediate action (in case of 
emergency). Men in drunken state must be watched and kept 
under supervision; 

6. The ends provided with eyes of 2 strong 3.5 in./4 in. wire cables, 
length of which must be of 80 m./100 m. (260 ft./330 ft.) at least, 
must be placed hanging one fore and one aft to enable the ship 
to be towed out (to sea) in case of fire. 

7. Unless authorised to the contrary and which will only be allowed 
in exceptional cases by the Oil Harbour Master, it is forbidden: 
(a) to carry out repair works, cleaning or gasfreeing of tanks or 
bunkers, etc.; 

(b) to carry out loading of cargo, water or other liquid products 

using hoses introduced through the cargo tanks lids. 

8. It is strictly prohibited: 

(a) to keep fires of any kind on board, with the only exception of 
those for the service of ship's boilers and galleys if located in 
special rooms thoroughly protected against gas exhalations and 
far from the cargo lines; 
(b) to throw or pump overboard water ballast, bilge-water or 
water from any other source, that might pollute the port waters; 
(c) to cause escape of oil from the sea valves due to delay in 
starting the ballast pumps or any other reasons; to cause escape 
of oil due to leakage of pipes or valves on board; to provoke 
overflow of oil from cargo tanks. Accidental leakages on deck on 
deck must be collected into suitable receptacles and — with all 
precautions — poured again into the cargo tanks or carried ashore; 
all scuppers on the main deck and particularly those near the 
cargo manifolds must be plugged during the loading/unloading 
and ballasting operations; 

(d) the use of devices, tools and wrenches not made of non- 

sparking material, to connect or disconnect hoses, pipes or pipe 

fittings and to carry out work to any ship’s equipment placed on 
deck or inside those spaces where the generation and/or 
presence of gas is possible; 

(e) to smoke on board except in those rooms approved by the 

Master and to throw overboard lighted matches or cigarettes; 

(f) the use of rocket signals, flares, etc.; 

(g) the use of electric hot plates, fans and other equipment which 

might produce sparks on deck or into those rooms having 

openings towards the cargo tanks; 

(h) the use of electric portable lamps and cables and of 

telephones not being explosion proof; 

(i) to keep open skylights, doors and hatches of spaces located 

in way of or near the cargo tanks; 

(I) to keep open the cargo tanks lids; to keep open Butterworth 

openings. 

The ship's personnel should take care that all ullage openings 
and gas vents are provided with spark arresters and that the latter 
are sound. They also should take care that the spark arresters 
placed on the funnels and combustion gases exhausts are sound; 
(m) shifting of steel tools, winch manoeuvring, loading and 
unloading of materials, connecting and disconnecting of cargo 
hoses during the whole period in which sampling and gauging of 
cargo tanks is carried out; 
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(n) to carry out loading and unloading operations during storms 

with lightning; 

(o) the idling of pumps. Ship's personnel should immediately stop 

pumps that — for any reason — should idle; 

(p) the blowing of boiler's tubes; 

(q) the coming onboard of unauthorised people. 
9. All engine propelled boats approaching the vessel must be 
provided with spark arresters on the combustion gas exhausts. 
During shifting operations into tanks: 
(a) radio apparatus must be switched off and all aerials set to 
ground; 
(b) cargo lines not in use must have all valves closed and 
manifolds are to be blank flanged. 
11. Loading of ship's stores and equipment should be carried out 
from the extreme poop. In case the aforesaid operations have to 
be carried out on deck, near the cargo tanks and should it involve 
the handling of heavy or metallic materials anyway, all 
precautions relating to the case or those each time specified by 
the Oil Harbour Master, should be taken. 

As a general rule the above mentioned operations are not 
allowed during the loading or ballasting of the ship. The crafts 
used for the transportation of the materials must approach the 
ship, stay alongside and move out without making use of the 
engine. 

Tankers having on board inflammable or dangerous products, or 
— being empty or in ballast — having their tanks not certified 
gasfree, must hoist steadily and well in view, a red flag (letter “B” 
of the international code of signals) and by night a red light, which 
can be sighted from round the horizon. 

Products/Chemicals: 

Pier Alfa: Diameter of the connecting flange 10 in. ASA 150 with vertical 
face, the radius of 750 mm. from the axis of the connecting pipe at 
manifold is to be free from any hindrance. The distance between two 
centres of the 2 neighbouring pipes to manifold must be minimum 
1,250 mm. A space of 1,200 mm. from the flange towards ship's rail 
horizontal axis is to be free of any hindrance. 

West Pier: Diameter of the connecting flange 6 in. ASA 150 with vertical 
face. Radius from axis at least 500 mm. free from any hindrance. 
Minimum distance between 2 neighbouring centres at manifold 
1,000 mm. Free space from flange towards ship's rail along horizontal 
axis at least 1,200 mm. It is understood that ships not equipped for above 
discharge will not be allowed to operate. 

BALLAST: Facilities exist for the collection and clearance of slops by 
means of special barges. 

STEVEDORES: Working Hours: General cargo: 3 shifts from Monday 
to Saturday: 0630 — 1300 hrs., 1300 — 1930 hrs., 1930 — 0100 hrs. 

A fourth working shift is available from Monday to Friday in the period 
15th March/15th November. 

4 ore, grain: only the first 2 shifts. Italsider Pier: 24 hours’ daily in 
3 shifts. 

DENSITY: Varying from 1025 to 1026. 

FRESH WATER: Available direct from quay at almost all berths. Supply 
by lighter, minimum 20 cu.m. 

FUEL: All grades available. Delivered by barge. 48 hours’ 
desirable. 
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CONSULS: 

Argentina Haiti Peru 
Austria Honduras Philippines 
Belgium Iceland Portugal 
Bolivia India Russia 
Brazil Indonesia San Marino 
Chile Ireland Senegal 
Colombia Ivory Coast South Africa 
Congo Brazzaville Lebanon Spain 
Costa Rica Liberia Sri Lanka 
Cuba Madagascar Sweden 
Cyprus Malta Switzerland 
Denmark Mexico Thailand 
Dominica Monaco Tunisia 
Ecuador Netherlands Turkey 

El Salvador Nicaragua U.K. 
Finland Norway U.S.A. 
France Pakistan Uruguay 
Germany Panama Venezuela 
Greece Paraguay Zaire 
Guatemala 


REPAIRS: All types of repairs available. Preferable have advance notice 
of requirements. 

DRY DOCKS: 1 floating dry dock, lifting capacity up to 15,000 tons; 
7 dry docks (largest dimensions 280 m. x 40 m. x 12.50 m.). Max. size 
100,000 d.w.t. 

GANGWAY/DECK WATCHMEN: Recommended. 

CUSTOMS ALLOWANCES: Tobacco: Customs allow a maximum of 
50 cigarettes or 10 cigars, or 50 grams tobacco per person, as long as 
vessel stays in port. All cigarettes, cigars, etc. must be ready on arrival 
in a locker in order to be checked and sealed by Customs guards. Wine 
and/or spirits. Wine allowed any reasonable amounts. 

Spirits allowed: 1 bottle for every 2 Crew members. 

Report: May 1983: Customs Regulations — Supply of Cigarettes and 
Tobacco: “Please inform members of a new rule at Genoa concerning 
forwarding of cigarettes, which provides that they may only be sent from 
the Port of Registry with invoices visaed by the Italian Consul there. 

At Genoa, the Master must declare cigarettes and tobacco on board, 
number of crew and duration of next employment, thereafter the 
Customs will allow 40 cigarettes each day to each crew member for the 
duration of the voyage. 

In case there is sufficient stock on board, the Customs will not allow 
supply, which might cause other troubles as well, due to the fact that 
the truck normally carrying other provisions and stores will remain 
stopped at Customs until the situation with cigarettes is clear’. 
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OPENING/CLOSING HATCHES: First opening and lag 
normally carried out by crew. o 
CARGO GEAR: Certificates must be in order, otherwise ai 
prevent vessel performing commercial operations, especially; 
derricks. ‘ 
REPATRIATION: All facilities available. 

AIRPORT: Located at about 5 km. from town. Served by TeQuiar 
international services. 

Alitalia to Rome, Bari, Parigi, Naples; British Airways to 
Alisarda to Olbia; A.T.I. to Rome, Turin, Palermo, Alghero, 
Swissair to Zurich; Lufthansa to Frankfurt; Golden West Airlines p> 
Venice and Trieste. ’ 
TIME: Local time in relation to GMT 1 hour ahead. Summer time yy 
1 hour ahead from March to September. 

HOLIDAYS: New Year's Day (1st January); Liberation Day (25th) 
Labour Day (1st May); Easter and day after Easter; Patron Sain;) 
(24th June); Assumption B.V. Maria (15th August); All Saints’ 
November); Immaculate Conception (8th December); Christmas) 
(25th December); Holiday (26th December). 

Holiday work is available at overtime rates. Generally works, 
available on 1st January, 1st May and 25th December. Saturday \, 
performed after 1200 hrs. is at overtime rates. 
POLICE/AMBULANCE/FIRE: Police: tel. 113; 25.69.75; 261) 
Ambulance: tel. 59.59.51; Fire: tel. 25.25.25 — 25.80.21. 
TELEPHONES: Telephones can be placed on board at cost fix, 
Italian State Telephone System. : 
IDENTIFICATION CARDS: Required. Shore passes issued by & 
police. 

DEVELOPMENTS: 
Genoa Port Docks: 
Works in Progress: 

Within the port of Genoa area, the more outstanding works are 

New industrial zone including the construction of a giant floating 
in pre-stressed-reinforced concrete for vessels of up to 3%) 
d.w.t. A deep water (—22 m.) 350 m. long, service pier will ais, 
built, together with 400 m. of new quays with 11 m. — 20m dé 
alongside and 80,000 sq.m. of connected areas; 

Besides the aforementioned listed works, there are others worty 

mention as follows: 
Medium term works: 

Rectification of the Calata Gadda and Calata Boccardo quays» 

allowing a more efficient use for ship repair purposes; 
Long term works: 

Completion of the San Benigno area arrangement works. 
Voltri Dock: 

Works in progress: 

Seaward filling in works will be continued; 

The protection breakwater will be extended 500 m. Eastward; 

End-stretch of the seaward road connecting the material excave 
area with the sea zone to be filled in. 

Medium term works: 

Voltri will consist of quays 1,100 m. long in the first stage, and 2,05) 
on completion. 

5 container berths 300 m. long, 15 m. draft are planned, each tem 
composed of 135,000 sq.m. of yards. They will be of the che 
type — which means no outside vehicles allowed to circulate w* 
the terminal — and will be capable of handling 100,000 TEUs 
year, that is 500,000 TEU total capacity per year. 

The yard will be divided in zones as follows: 

Operative zone, for container unloading/loading operat 
adjacent to the quay; 

Areas for container handling and marshalling; 

Areas for reefer containers; 

Parking areas for service vehicles. 

The Ro/Ro terminal is planned to be 500 m. long, with adjacent )® 
250,000 sq.m. in area, which will allow the parking of 2,000 tw 
at the same time. 

The 8 berths above mentioned will absorb 3,000,000 tons traf 
general cargo per year. 

Two check-points for Customs controls are provided, each hav 
60,000 sq.m. surface. One will be sited at the Eastern way of 
the other at the Western way, thus allowing the service of conta 
and Ro/Ro traffic at minimum distance and maximum effice® 
The check-point will have space enough to park 300 trucks ® 
straight connections with the City and National roads. 

An area of 50,000 sq.m. is already used for stacking empty conia”® 
and storing trucks and trailers. 

The first section, 2 container berths, equipped with 4 x 4! 
container gantry cranes and 2 Ro/Ro berths operational in 1¥ 


SHIPMASTER’S REPORT: October 1993. 

Cargo: Latex discharge. 

Charts: B.A. No. 1461, 3909. 

Approaches: The coastline shows up well on radar at 48 miles wit® 

mountain backdrop. Latterna Lighthouse is conspicuous. d 

Anchorage: We observed, during our call, that area on Chat® 

No. 3909 “Anchoring and Stopping Prohibited 1st June © 

September” heavily used by anchored vessels (area to East oF 

depths 20 fathoms). ; 
Also Area “Bravo” off breakwater Cornigliano in 20 fathoms use 

believe this area is dangerous in high winds. ; 

Pilot: The Pilot is available 24 hours and boards from a fast cut 

on VHF Channel 12. Depending on area of port being used, Pilot bo 

1 mile S.E. or S.W. of breakwater entrance. . 

Channel: inside channel between breakwater and berths is effe® 

wind. We found least depth 11.0 m. in Channel Bacina del la 

off Canzio Berths (44° 23.84’ N., 08° 55.05’ E.). 

Tugs: 63,000 h.p. tractor tugs. We used two tug’s lines. 

Berths: Numerous berths in the old port and new port to West 


at Ponte Ethiopia, just West of Latterna Lighthouse, in a 

M gshion alongside a ship loading steel (See “Plan"). This was due 
- igtex discharge standpipe in position as shown with adjacent tanks 
ae joading being used. 
eens of 10.0 m. were advised and found to be correct. 

age 8S shown on “Plan” was well fendered. 

P We used port anchor with 6 shackles and starboard anchor 
ge asnackles. 

ine put ship's fenders out along starboard side, but not actually used. 

boat was used. 

sips B.0.T. brow gangway onto barge in way of No. 6 Tank. 
yecnarge Shore latex hose from shore pipe over barge to ship's rail. 
g's nose to starboard rail. Shore tanks about 1 km. away. Shore line 
“4g 4 tonnes. We found a high back pressure and were able to pump 
: t.p.h. 

cet is not willing to work overtime (0100 to 0600 hrs.). So 

nts needed beforehand as to starting of latex tank or not. 

“Spore can blow back both ways (to ship or shore). Stop valve at ship's 
ve Receivers and surveyor spoke good English. Receivers personnel 
-stendance to complete discharge at shore manifold. 

sesh Water: Standpipe from Ro/Ro quay astern. Shore connect with 
gore hoses to ship's rail. Ship undertakes the rest of the operation. 
4 t.p.h. 

ee Stores only by barge due to our berthing arrangement. 
serthing arranged for one operation. 

anners: By barge alongside during discharge. Modern barge at 
yum rate ship can take. All grades available. We loaded 400 tonnes 
est. at an average of 230 t.p.h. 

sepnone: At dock gate, about 10 minutes walk. All require telephone 
ads or COINS. 

Srcmoe: We were boarded on arrival by Immigration. Customs arrived 
oot one hour later. Immigration carefully check Passports and 
| 4amen's Books and issue shore passes which are non-returnable. 
| Generally no difficulties, but Immigration strict with Non-EEC crew, as 
be 
J 
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svansit out of Italy. They must leave direct from Genoa to overseas 
sport (not via Rome), and cannot stay in Italy after ship departs. 
Jecuments: 

| écopies Crew List. 
‘copy Crew Manifest. 
‘copy Ship's Stores List. 

“| ‘copy Discharge Manifest. 
‘copy Transit Manifest. 
*etique: Within 24 hours of arrival via Genoa Radio to “Sanimare” as 
wALRS. The station replies quickly. Send in working hours. 


WTHORITY: Consorzio Autonomo del Porto di Genova, Palazzo San 
jogio, Via Della Mercanzia 2, 16123 Genova, Italy.Tel: (10) 26901. 

: lex 286579. FAX: (2) 2415437. Contact: Dr. Giuseppe De Sanctis, 
*yt Director. 


\ASPEZIA: 44.01 N. 09.51 E. 


X0CUMENTS: 
S| 3Crew Lists. 
i Passenger Lists. 
| Provisions List. 
‘Ust of Parcels. 
\ Cargo Manifest. 
‘| ‘Bill of Lading. 
+ | Al Ship's Certificates including Italian Anchorage Dues. 
“master's Report: November 1988. 
' | Scopies Crew List. 
Scopies Passenger List. 
2copies Stores List. 
copy Parcel List (if any). 
_copy Cargo Manifest. 
Set Bills of Lading. 
Ol Record Book. 
Ship's Certificates. 
' Statement of Amount of Lubricating Oil on board. 
art see “Radio Officer's Report”. 
: OTAGE: Compulsory for vessels over 500 g.r.t. Pilot station situated 
“breakwater at entrance to Gulf. 1 hour's notice to Pilots required for 
ud and sailing vessel. Pilot boards incoming vessels at Torre 


(See Plan) 


pin on VHF Channel 14 throughout 24 hours. Tel. (0187) 30172, 


ANCHORAGE: Safe areas available in depths 25 ft. to 34 ft. Mud 

ban No tide. 

_itkers: If waiting for berth, required to anchor in Safety Zone 

> nedlately behind the breakwater. If this anchorage is occupied by 

eres later arrivals must anchor outside the Gulf. 

te ICTIONS: Western entrance to Gulf is 400 m. wide with depth 
*. 6 in. The dredged channel to the port is 42 ft. deep. Eastern 

ure 'S 200 m. wide used by smaller vessels only. 

> oe Limited only by draft; 33 ft. for the Mercantile Port and grain 

teak °F vessels proceeding to coal berth max. draft 30 ft. 4 in. For 

a. Proceeding to Enel Pier max. draft 35 ft. 

HEAL £rs up to 40 ft. draft accommodated. 

\ TH: Radio Pratique may be requested to Sanimare-La Spezia 

2tival. Pratique is automatic for vessels from Ports in E.E.C. 


“eon 

Sunitries, 

ba Genoa Radio — ICB or Marina Militare ICS. Radio telephone 
at Leghorn, transmitting 2591 kHz, receiving 2182 kHz. 


ITALY 


VHF: Pilot Service Channel 14, Port Control Channel 9, Harbour Master 
Channel 16 (0800 — 2000 hrs.), and boat service Channel 12. 

= 6 tugs available up to 2,500 h.p. For large tankers, 4 tugs usually 
used. 

BERTHING: Primo Bacino: 

Garibaldi Mole: The port basin is limited to the East by Garibaldi Mole, 
running North — South, to the coast and for a length of 509 m. It is used 
for discharging cereals, paper, containers and metal products. It has 
open storage areas and warehouses. The mole is used on both sides, 
which are equipped with fenders. 

Berth No. 1: Length 208 m., depth 7.92 m. 

Berth No. 2: Length 150 m., depth 6.7 m. 

Berth No. 3: Length 150 m., depth 6.7 m. — 8.53 m. 

Malaspina Wharf: 

Berth No. 4: 196m. long and 106 m. wide, with depth of water of 
6.1 m. It has fenders. 

Paita Whart: 

Berth No. 5: Length 175 m., depth of water 7.62 m. Berth equipped 
with 16 ton jib crane with scoop for handling of coal and other minerals. 
At the rear are mineral silos of 12,000 cu.m. capacity owned by Societa 
Italiana Coke. The berth is rail-served. 

Berth No. 6: Length 180 m., depth of water 7.3 m. At the rear of the 
berth are open areas covering 750 sq.m., and oil (cooking) deposit 
ee 2,100 sq.m. owned by Societa Carapelli. The berth is rail- 
served. 

Berth No. 7: Length 180m., depth of water down to 10.96 m. 
Possibility of berthing vessels is conditional upon the depth of water in 
the Port Access Channel which is currently 9.30m. The berth is 
equipped with 4 cereal aspirators and conveyor belts, together with plant 
for moving bagged material from shore to ship. At the rear of the berth 
are cereal silos of 52,000 cu.m. capacity, owned by Societa Silos Granari 
della Sicilia, and 1,750 sq.m. of open area. The berth is rail-served. 

Berth No. 8: Length 80 m., depth of water from 3.66 m. to 7.02 m. As 
no mechanical handling means, berth can receive small vessels 
(tankers) for moving water to the islands, and has the necessary piping 
and tank facilities. 

Italia Mole: 362 m. long, 10 m. wide, depth of water 3.95 m. — 5.8 m. 
Constructed to protect the port basin, and therefore not equipped with 
port equipment, it is used for berthing tugs. 

Currently, it is to be used for berthing the passenger ferries between 
La Spezia and Bastia (Corsica). 
lIP Landing Stage: 200 m. long, with 13 m. depth of water. It is equipped 
with bollards, fire-fighting equipment and hydrants. It allows berthing, 
loading and discharge of 2 tankers simultaneously, having equipment 
operating with a suction-depression system. 

Minor Berths: These are constituted by 2 small piers where medium 
sized tankers can moor bow-on. 

Secondo Bacino: 

Artom Whart: 

Berth No. 11: Length 150 m., depth of water 9.23 m. Equipped with 
2x20 ton cranes. Rear open storage areas of approximately 
15,000 sq.m. 

Berth No. 12: Length 150 m., depth of water 9.23 m. Equipped with 
2x20 ton cranes. Rear open storage areas of approximately 
15,000 sq.m. 
Fornelli Pier: West Side: The La Spezia Container Terminal (Berths 
No. 13, 14, 15, 16, 17 and 18). 

See “Container Handling Facilities”. 
Outer Terminals: 

The Port of La Spezia incorporates the terminals of a few companies 
involved in maritime traffic. There are, to the East of the port, the Messina 
and Tarros Terminals, all with their own berths and private operational 
land areas for containers. 

Messina Berth: Length 96m., depth of water 7.9m. Berth allows 
simultaneous berthing of 3 Ro/Ro vessels bow-on. Container park of 
33,000 sq.m. at rear of berth. 

ENEL Landing Stage: Length 260 m., depth of water 12.8 m. Tankers 
and coal carriers can be berthed on both sides. Berth equipped with 
2 unloaders and conveyor belt for coal (520 t.p.h.) and with a pipeline 
for oil products. 

TARROS: Berth length 20 m., depth of water 6.7 m. Ro/Ro vessels of 
4,000 g.r.t. — 5.000 g.r.t. can berth bow-on. 

SNAM: Landing stage with length 520 m. and depth of water 10.4 m., 
equipped for discharge of LPG from ship to shore. 

Arcola Petrolifera: Buoy complex of 5 buoys, positioned 650 m. from the 
San Bartolomeo Coast, with their axis S.S.W. Berth permits mooring of 
tankers up to 230 m. with a draft up to 42 ft. (12.6 m.) and carrying 
capacity of 50,000 tons. It is connected by pipeline to the Arcola 
Refinery. 

CONTAINER HANDLING FACILITIES: Fornelli Pier: 

Berths No. 13, 14 and 15: Length 520 m., depth 13.0 m. 

Berth No. 16: Length 151 m., depth 13.0 m. 

Berths No. 17 and 18: Length 467 m., depth 14.0 m. 

Equipment: 5 cranes (MGM) x 45 tons; 1 mobile crane (Gottwald) x 
40 tons; 4 yard cranes (MGM) x 45 tons; 3 yard cranes (MGM) x 
40 tons. 

Storage capacity: 9,700 TEUs + 2,300 (under construction). 

Reefer points: 200. 

Operator: La Spezia Container Terminal S.p.a., Molo Fornelli. 
Tel: (0187) 522411. Telex: 270141. Fax: (0187) 522461, 522446. 
BULK HANDLING FACILITIES: Ferruzzi Grain Silos, 52,000 tons 
capacity, at Paita Dock. Discharge by 2 cereal suction towers with 
4 pumps, overall loading/discharging capacity 400 t.p.h. 

Sosimage at Garibaldi Quay (Berth No. 9), grain discharged by 4 
vacuum-operated intake pipes, capacity 400 t.p.h. Capacity of silos, 
40,000 cu.m. Length of quay 220m., depth 32 ft. Berth will accept 
vessels of 30,000 d.w.t. 

Italiana Coke: Coal conveyor system at Paita Dock, capacity 450 t.p.h. 
from colliers and 330t.p.h. from other vessels. Capacity of silos 
12,000 cu.m. 
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Carapelli Edible Oil Store: A temporary custody customs warehouse, 
with a covered area of 2,480 sq.m. and a 5,000 tons stocking capacity. 
Speter Paper and Cellulose Store: Situated on the Garibaldi Mole, it 
has a covered area of 2,480 sq.m., and a 5,000 tons stocking capacity. 
ENEL: Coal handling facility with 2 grab cranes, rate 10,000 tons per 
day. Max. LOA 255 m. Max. beam 32 m. Max. draft 13.0 m. 
CRANES: 
Garibaldi Mole, West Side: 


Berth No. 1: 4 bridge cranes, capacity 6 tons (hook or bucket 
operation). 
Berth No. 2: 2 bridge cranes, capacity 6 tons (hook or bucket 
operation). 
1 bridge crane, capacity 8 tons (hook or bucket 
operation). 
Berth No. 3: 3 bridge cranes, capacity 6 tons (hook or bucket 
operation). 
East Side: 
Berth No. 9: 1 crane, capacity 3-6 tons (hook or bucket operation). 
2 cranes, capacity 6-12 tons (hook or bucket 
operation). 
Malaspina Dock: 
Berth No. 4: 2 gantry cranes, capacity 3 tons (hook only). 
2 gantry cranes, capacity 3-6 tons (hook or bucket 
operation). 
Paita Dock: 
Berth No. 5: 1 travelling crane, 16 ton capacity. 
Berth 
No. 6: 4 jib cranes, capacity 6 tons and 225 tons capacity. 


Additional Cranes: 2 self-propelled cranes, (hook operation) 20 tons 
lifting power. 1 self-propelled crane for loading and unloading (hook or 
bucket operation) 40 tons lifting power. 1 self-propelled crane, 60 tons 
lifting power, for loading and unloading of various goods and containers. 

Floating crane, capacity 110 tons, available in the Industrial Zone. 

Artom Wharf in the second basin is equipped with 4 jib cranes with 
capacity of 20 tonnes. 

On the Fornelli Pier, West side, is the La Spezia Container Terminal 
equipped with 2 RMG ship to shore cranes, up to 42 tons with 20 ft. to 
40 ft. spreader and three RMG stacking cranes up to 45 tons. 
STEVEDORES: Gangs to be ordered by 0700 hrs. for morning shift, 
and by 1300 hrs. for afternoon shift every normal day from Monday to 
Friday. For mechanised work the same routine is to be followed. 
Saturdays, morning is considered as overtime work (tariff plus 27.50%). 
On the afternoon of Saturday, time is considered as holidays and so 
are Sundays. Saturdays and Sundays shift to be ordered on Friday 
afternoon by 1500 hrs. 

MEDICAL: All facilities available. Vaccination/inoculation can be 
arranged. Prior notice should be given if urgent attention required on 
arrival. 

TANKERS: See “Berthing”’. 

Safety Regulations are handed to Master on arrival and must be 

strictly observed. No shore steam or electricity available. 

FRESH WATER: Available at most berths, or by barge. 

FUEL: Supplied by barge and road tankers at berths. 

CONSULS: Following countries represented at Spezia: Denmark, 
France, Finland, Netherlands, Norway, Portugal, Sweden. 

REPAIRS: Naval and civil repair yards can undertake all types of work. 
Divers available through Port Captain. 

DRY DOCKS: Available only when not used for naval vessels: No. 5, 
209.65 m. by 27.60 m.; No. 6, 210.20 m. by 23.10 m. Floating dock for 
110,000 d.w.t. 

TIME: GMT plus 1 hour. GMT plus 2 hours from March 29th to 
September 26th. 

HOLIDAYS: New Year's Day (1st January); St. Joseph (19th March); 
Liberation Day (25th April); Labour Day (1st May); Easter and Day after 
Easter; Ascension Day; Assumption B.V. Maria (15th August); All Saints’ 
Day (1st November); Immaculate Conception (8th December); 
Christmas Day (25th December); Boxing Day (26th December). 
POLICE/AMBULANCE/FIRE: Police tel: 0187-34418. Hospital tel: 
0187/533111. Fire tel: 33333. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Shore passes issued to crew. 


SHIPMASTER’S REPORT: October 1988. 
General: It is very difficult to contact the pilot station prior to arrival. 
It appears that pilots are only using portable W/T when answering ships 
approaching La Spezia Roads. 

Channel 16 and working channels are frequently disturbed by powerful 
Stations in the vicinity (Corse, Genoa, etc.). 
Anchoring: Vessels up to 10.0 m. draft can anchor in position 1 mile 
S.E. of breakwater (Passo di Poniente) and at a distance of about 
7 cables from Torre Scuola Island. 

This anchorage is not recommended for ships with a draft of 10.0 m. 
in periods of swell. Charted depths are 13.0 m. up to 15.0 m. 

In case of swell, or ship with draft of 10.0 m. or more, it is preferable 
to anchor 1 mile East of Del Tino Island. 
Pilot: Pilot embarks in the Inner Harbour, when ship has already cleared 
the breakwaters (Passo di Poniente). 


RADIO OFFICER’S REPORT: September 1990. 
Documents: 
Agent: 
4 copies Crew List. 
1 copy Stores List. 
Certificates, Italian Light Dues, Oil Record Book, Ship's Particulars 
and Lub Oil. 
Copy first and last page of Oil Record Book. 
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- 
Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng 


Customs: 

1 copy Stores List (also showing pepper / cigarette Papers | 

chocolate). - 

1 copy Crew List. 

Manifest. 

Immigration: 

1 copy Crew List. 
When second Italian port: 
Customs: 

Italian Stores List from previous Port (Manifesto di Partenza) 
Shore Leave: Shore passes are issued but do not have to be Tet 
AUTHORITY: Capitaneria di Porto, Viale Italia 4, La Spezia ® 
Tel: 0187-28580. Telex: 275582. FAX: (0187) 20968. 

Camera di Commercio Industria Artigianato ed Agricoltura La Spe 


19100 La Spezia. Tel: (0187) 54611. Telex: 282687 Cameg 
FAX: (0187) 546258. Contact: The President. 
LIVORNO (Leghorn): 43.33 N. 10.20 E. (See Ply 


PORT LIMITS: The port limits are 3 miles off the entrance. 
Ships Information Service: All incoming vessels shall inform the Hat» 
Master one hour before their arrival by contacting Livorno 9 
Information Service on VHF Channel 10. 

Ships Information Service (A private station without any functy: 
port control) is also in charge, on behalf of the Harbour Master, of ta 
note of the arrival times of ships when they are 3 miles away tron) 
harbour entrance. 

DOCUMENTS: Complete set of Manifests and B/Ls relative to om 
destined for this port. Complete set of Manifests of all cargo in try 
4 Crew Lists; 4 Passenger Lists; 2 Lists of Dangerous Cargo) 
Discharged; 2 Lists of Dangerous Cargo in Transit. 
APPROACHES: Navigation within the confines of the port is veryi¢ 
the radius of bends are small, channels are narrow and swinging x 
cramped. Masters must, therefore, exercise extreme vigilance yw 
their ships are navigating in the port. In particular, it must be emphasy 
that prompt and accurate responses are required from engines ant 
turbine-driven ships, full astern requirements should be met prom 
and with maximum power. Masters should inform their Chief Engie: 
about these requirements before the ship enters the port. 

Anchors must be ready to let go. 

The current outside the breakwater usually sets across the entra 
but it is variable in both speed and direction. Care must be take 
allow for the set of current when lining up the ship for the entrance 

Immediately on entering between the Diga della Vegliaia and 
Curvilinea, the ship has to make a 70° turn to port, then navige 
narrow channel for 0.5 miles to Bacino S. Stefano where ships bw 
for the Nuova Darsena (Berth Nos. 10 and 11) are swung. It s# 
important to arrive at the Bacino S. Stefano at the slowest possible s# 
in order to effect a tight swing. When the wind is from the Souty 
semi-circle, control of the ship can become difficult and proper ot 
of the tugs is important. 

PILOTAGE: Pilotage is compulsory for all vessels over 500 g.rt.;2? 
vessels below 500 g.r.t., before any movement within pilotage wet 


shall contact the Pilot Station on VHF Channel 12. The Pilot Sa | 


keeps a continuous watch on VHF Channel 12, and shall be conle® 
at least one hour before arrival, to give the usual ETA informatio® 
to allow for various arrangements to be made. 

Before the departure, the Pilot Station shall be contacted at leas'® 
hour before, or earlier when possible, in order to book the Pilot. 

The Pilot boards incoming vessels one mile S.W. of the haw 
entrance. 

Pilot hoists are accepted only in good weather conditions ' 
recommended that pilot ladder be used without any tripping lines ® 
or manropes. 

ANCHORAGE: The area enclosed between the bearings 024° an 
from the main lighthouse 1.5 miles, and between the bearings 038 * 
078° from 1.5 miles to 3.5 miles, is prohibited for anchoring. 

The part of the above-mentioned area, that is to the Northo’ 
bearing 058° (of the main lighthouse), shall be used for the outtw 
vessels, when they are leaving the harbour, and the part that is’ 
South of the mentioned bearing shall be used for incoming vessels ®™ 
they are approaching the entrance. 

Anchoring is forbidden also in the area 2 miles seaward of a” 
mentioned area. 

Any other place, in the Livorno Roads, is suitable for anchonng 

The ground is not good holding, and great care must be taken"® 
of bad weather. , 

In S.W. gales, it might be necessary to leave the anchorage @” 
to sea. Ships of a small and medium size could find good shelter 
of the Meloria Bank. 

Whenever necessary, contact Pilot Station on VHF Channel !2 | 
RESTRICTIONS: Berthing, sailing or shifting of tankers is — 
regulations stated from the Harbour Master by his Maritime 4 
No. 1/86, issued on 1.1.86 (under modification). 

Sailing is presently allowed during night-time (one hour before” 
to daybreak) from Berth No. 10 and No. 11 to tankers in ballast® 
LOA 230 m. and to loaded tankers of max. LOA 140 m. Berthing® 
night-time to the same berths is allowed to tankers in 
max. LOA 170 m. and to loaded tankers of max. LOA 140 m. 
MAX. SIZE: See “Berthing”. ; 
HEALTH: To obtain Free Pratique by radio cable to “Sanimare’ Le 
advising all health particulars at least 12 hours before arrival 


vet 


hours) 


etuty from 2200 hrs. to 0600 hrs. 
wention must be paid to the limit time to connect the tugs at the end 
-gshifts (1400 hrs., 2200 hrs. and 0600 hrs.). This limit is 15 minutes 
wore, it the ship is alongside, or has to proceed to a berth, including 


fe ea 


: Radio generally used for communications. 
00: e; Agent to make request for berthing 3 days prior to arrival 
git yessels and 10 days prior to arrival for passenger and cruise 
: est to be made before 1000 hrs. 
me pefore arrival and not later than 1200 hrs. (1000 hrs. on holidays) 
be ETA (day, hour, minutes = 00.00.00); number of containers to 
V 


The Pilot Station is equipped with an ARPA radar (Selescan 
wy) used when necessary or when requested. 

é tvorno Radio on Channel 16 (24 hours); Livorno Harbour Master 
Channel 16 (24hours); Pilot Station on Channels 12 and 16 

, - Tugs on Channels 11 and 12 (24 hours); Ships Information 

“+3 on Channels 10 and 16 (24 hours). 

Sac. There are a total of 11 tugs stationed in the port. All of them are 

wy driven (1850 h.p., 11,160 h.p., 1x1,200 h.p., 21,715 hp., 

2205 h.p. and 42,067 h.p.). 
Ae tugs are on duty from 0600 hrs. to 2200 hrs., and three tugs are 


from the entrance to Berth No. 41 (Silot del Tirreno), or 


ynnutes when the berth of the ship is to the North of Berth No. 41. 
ssention must also be paid to the lunchtime of the tugs’ crew 
2 hrs.), when the limit time, to connect the tugs, is 15 minutes before 


5hrs.), whichever area of the port the ship has to reach or leave. 
s employ “on the hook” towing methods, using ship's lines. 


yy good lines should be used for this purpose. The tugs are (normally) 


| «fast inside the breakwater, except in particular circumstances and 
wane vessels, when a maximum of 3 tugs can be made fast outside 


the number of tugs used is (normally) set according to the size of the 
* her manoeuvring ability and the berth she has to proceed to or 


m . 

Snips over 100 m. LOA, that have to berth in the Canale Industriale 
ynat have to leave, shall use (compulsory) at least one tug. Tankers 
ye 100 m. LOA, carrying or have carried petroleum products, shall use 
tis always possible to allocate tugs where requested according to 


Picts communicate with the tugs by using personal portable VHF sets. 


Various Berths 
Length/Depth/Remarks 


Length 344 ft., depth 37 ft. for tankers. 


" The tug 
ue 
. te harbour. 
o 
ng 
he 
: 
be | umpulsory) at least one tug. 
nm | erpower, for the best service to the ship. 
; ERTHING: Depths and Lengths of 
a | on Berth No. 
i) weno Santo Stefano - North West Side: 
ty Nuova Darsena Petroli 10 
11 
fs 


i Radice Nuova Darsena 
Petroli 
| Pecolo Fondale 


‘Vecchia Darsena Petroli 


5 Darsena Toscana 
_ West Side 

sen di Evoluzione: 
' Calata Tripoli 

_ (Dow Chemical) 
owsena N. 1: 

' Calata Assab 


2 Calata Gondar 
i Calata Addis Abeba 


‘Calata Neghelli 
Calata Neghelli 
ae Industriale: 
Valata Bengasi 
‘Pontile Giopescal 
‘Terminal Sintermar 
‘Pontile Cledca 
* Costiero Cereol-Italso 
’ Costiero D.O.C. 
Chemicals) 
§ Costiero d’Alesio 
* Costiero Liquigas/Agip 


) Banchina Laviosa 
Slos Ardenza 

’ Terminal Leonardo Da 
Vine 


* Dasena Ugione 


‘ Officine M i 
leccaniche 
Bot teghi 


38 del pleonaie: 

‘ale Non Operativo 

; vale Operativo Nord 

ri seed Operativo Centro 
ale Operativo Sud 


Length 295 ft., depth 35 ft. for 
tankers with a max. length of 984 ft. 
Tankers longer than 984 ft. with a 
draft of 37 ft. 6 in. can be moored in 
good weather on full tide 

Length 229 ft., depth 14 ft. 


Length 360 ft., depth 17 ft. 6 in. 

Only for vessel of a max. length of 
360 ft. Petroleum/gas oil. 

Length 20 ft., depth 30 ft. Petroleum/ 
gas oil/fuel oil/crude oil. 

Length 98 ft., depth 30 ft. 

for small LPG carriers. 

Length 984 ft., depth 37 ft. 
Containers. 


Length 690 ft., depth 26 ft. Chemicals/ 
Ferries. 


Total Length 1,312 ft. 

Depth 28 ft. 6 in. U.S. Navy. 

Depth 28 ft. 6 in. Ferries. 

Length 690 ft., depth 27 ft. Ferries. 
Length 875 ft., depth 26 ft. Ferries 
and Bulk Cargoes. 

Length 787 ft. depth 26 ft. 6 in. Fruit. 
Length 197 ft,. depth 20 ft. Fruit. 


Length 885 ft., depth 24 ft. 6 in. 
General and Bulk Cargoes. 
Length 328 ft., depth 18 ft. 


Total length 562 m. 
depth 31 ft. 


Length 370 ft., depth 14 ft. Tar, pitch, 
solvents. 

Length 459 ft., depth 28 ft. with 
distance barge. Vegetable oils and 
seeds. 

Length 649 ft., depth 28 ft. with 
distance barge. Chemicals and 
vegetable oils. 

Length 460 ft., depth 28 ft. with 
distance barge. Tankers. 

Length 689 ft., depth 27 ft. 6 in. with 
distance barge. LPG. 

Length 93 m. Sulphuric acid. 

Length 515 ft., depth 27 ft. (31 ft. with 
distance barge). 

Length 545 ft., depth 31 ft. 

Max. LOA 190 m. 


Length 170 m., depth 28 ft. 


Disused. 
Length 490 ft., depth 18 ft. 


Length 4,265 ft., depth 14 ft. Repairs. 
Length 490 ft., depth 14 ft. Cement. 
Length 490 ft., depth 18 ft. Cement. 
Length 490 ft., depth 14 ft. Cement. 


Berth Berth No. 
Darsena Pisa: 
1. Calata Darsena Pisa 41 


ITALY 
Length/Depth/Remarks 


Length 206 m., depth 35 ft. 2 Grain 
elevators. 


42 Length 40 m., depth 35 ft. Ro-Ro. 
Bacino Santo Stefano - South East Side: 
1. Calata Alto Fondale aa Length 2,505 ft., depth 35 ft. 
48 Length 195 ft., depth 18 ft. Ferries. 
Bacino Cappellini 
1. Calata Orlando 49 Length 495 ft., depth 30 ft. 
Bulk cargoes. 
50 Length 495 ft., depth 30 ft. 
Containers and general. 
51 Length 495 ft., depth 30 ft. 
Bulk cargoes and general. 
2. Calata Siena 58 Length 165 ft., depth 20 ft. Ferries. 
3. Calata Punto Franco Total length 885 ft. 
59 Depth 28 ft. Ferries. 
60 Depth 34 ft. Silos. Bulk cargoes. 
Bacino Firenze: 
1. Calata Pisa 52-53-54 Total length 1,475 ft., depth 23 ft. 6 in. 
2. Calata Carrara 55-56-57 Total length 1,475 ft., depth 23 ft. 6 in. 
Ferries. 
Porto Mediceo: 
1. Calata Sgarallino 61-62 Total length 785 ft., depth 28 ft. 6 in. 
Passenger vessels. 
2. Andana Degli Anelli 64 Length 490 ft., depth 25 ft. 
3. Pontile Elba 66 North Length 190 ft., depth 18 ft. Passenger 
vessels/ferries. 
66 South Length 190 ft., depth 17 ft. Passenger 
vessels/ferries. 
4. Andana Delle Ancore 67 Length 525 ft., depth 13 ft. 
5. Banchina Allestimento 74 Length 590 ft. Fitting out berth. 
Cantiere Orlando 
6. Molo Mediceo 75 Length 1,540 ft., depth 19 ft. 
Darsena Nuova: 
1. Banchina South 70 Length 328 ft., depth 19 ft. 6 in. 
2. Banchina West 71 Length 328 ft., depth 19 ft. 6 in. 
Nuovo Bacino di Carenaggio: 
1. Banchina East 76 Length 1,050 ft., depth 26 ft. 6 in. 
2. Banchina West 78 Length 835 ft., depth 29 ft. 6 in. 
CRANES: (owned by Azienda dei Mezzi Meccanici) 
Pier Type Berth Capacity Use 
(Tons) 
Alto Fondale crane 47 3.75 General cargo 
Alto Fondale crane 47 8-16 General and bulk 
Alto Fondale crane 47 3.75 General cargo 
Alto Fondale crane 47 3.75 General cargo 
Alto Fondale crane 46 8-16 General and bulk 
Alto Fondale crane 46 3.75 General cargo 
Alto Fondale crane 46 30-16 General and bulk 
Alto Fondale portainer 44 40 Containers 
Alto Fondale portainer 43 40 Containers 
Orlando bulk gantry crane 49 25-18 Bulk cargoes 
Orlando portainer 50 38 Containers 
Orlando crane 51 12-18 General and bulk 
Carrara crane 55 8-16 General cargo 
Carrara crane 5) 8-16 General cargo 
Carrara crane 55 8-16 General cargo 
Sgarallino crane 62 6 General cargo 
Addis Abeba crane 20 8-16 General and bulk 
Addis Abeba crane 20 8-16 General and bulk 
Bengasi bulk gantry Crane 22 10-18 Bulk cargoes 
Darsena Toscana portainer 14A-B 47 Containers 
Darsena Toscana portainer 14A-B 47 ~—Containers 
Darsena Toscana portainer 14A-B 41 ~~ Containers 
Darsena Toscana portainer 14B-C 41 Containers 
Darsena Toscana portainer 14B-C 45 Containers 
Darsena Toscana portainer 14B-C 45 Containers 
Owned by Sintermar: 
Sintermar portainer 23N-24S 40 Containers 
Sintermar portainer 23N-24S-24N 30 Containers 
Sintermar portainer 24S-24N 40 Containers 
Mobile Cranes and Equipment. 
Pier No. of Cranes Capacity 
Bengasi 1 36 tons 
Assab 1 23 tons 
Addis Abeba 1 29.5 tons 
1 26.5 tons 
1 24 tons 
1 22 tons 
Orlando 1 40 tons 
1 34 tons 
1 30 tons 


Available for use anywhere in the port: 


1 crane x 21 to 60 tons. 
1 crane x 5.1 to 41 tons. 
1 crane x 1.6 to 26 tons. 
1 crane x 1 to 15.5 tons. 


Mobile cranes and equipments owned by Dockers’ Organisation: 
20 electrically powered trucks 


144 forklift trucks 

1 mobile crane 

1 mobile crane 

1 mobile crane 

1 mobile crane 
13 container cranes (B 75) 
25 tractors, towings, etc. 
37 vans 


1-6 tons 
3 — 45 tons 
80 tons 

90 tons 
100 tons 
120 tons 
35 tons 


Floating cranes owned by Fratelli Neri: 
Pontone Italia — Lifting capacity max. 1,000 tons. 
Pontone Giacomo — Lifting capacity max. 100 tons. 
Pontone Meloria — Lifting capacity max. 35 tons. 


BULK HANDLING FACILITIES: Grain: Discharging rate 1,000 to 


1,500 m. tons per day. 


Ore and coal bulk: Discharged by shore elevators at Calata Orlando, 
discharging rate 1,500 to 2,000 tons per day. 
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Cereals Silos: Silos Livornesi 28,000 tons. Silos and Tirrenian 
Warehouses 31,500 tons. Ardenza of Liquifarm G.I.A. 52,000 tons. 
Italso 32,000 ton. 

BRIDGES: None that interfere with port traffic. 

STEVEDORES: ETA required by Agent in order to arrange matters with 
stevedores at least 48 hours before arrival. 

MEDICAL: It is advisable to give details of assistance required together 
with ETA cable. Hospital facilities available. 

TANKERS: 

Nuova Darsena Petroli Terminal: 

Cautionary Advice: The berthing heads of Berth Nos. 10 and 11 in 
the Nuova Darsena Terminal are constructed on stone walls and their 
protection consists of 6 fenders. 

These fenders have small energy absorption characteristics and their 
size and spacing afford little protection against striking the quay wall or 
indenting the hull due to small single point landings. Heavy landings 
must, therefore, be avoided and ships must dock as parallel to the berth 
as possible. 

The Nuova Darsena Berths are exposed to Westerly winds and, 
therefore, ships should ensure that moorings are adequate and in good 
condition. 

Berthing Procedures: Ships for Berth Nos. 10 and 11 are swung in 
the Bacino S. Stefano, and usually make a port swing with the aid of 
tugs and are then backed down to berth. Ships are, therefore, always 
starboard side to these berths. Headlines are run out first by mooring 
boat and, when in position, 2 of the tugs push the ship alongside. There 
is no power assistance on the jetties to heave moorings ashore. For 
tare ships, it is recommended to use 2 mooring boats. 

ibre ropes as head and stern lines are preferred. 
The shore gangway is located aft of the hose tower. 


Cargo Bunker Connections: 

Berth No. 10: 
Crude oil 2x12 in. arms 
Fuel 2x12 in. arms 
Gasoil 1x10 in. hose 
Clean products 1x 8in. hose 

Berth No. 11: 
Crude and Fuels 2x12 in. arms. 
Gasoil and Clean products 2x 8in. arms 


Bunker is supplied throughout the same flow booms. 

Ullaging, Temperatures, etc.: To be checked by ship’s personnel prior 
to arrival. 

Deballasting Facilities: Receiving capacity is 15,000 cu.m. The rate is 
about 600 cu.m.p.h. 

Passing Traffic, Weather, Tide, Current: The berth is exposed to winds 
from the Western semi-circle. The short breasting distance and the low 
quay make it very important to keep a close watch on moorings during 
unsettled weather conditions, particularly during the later stages of 
discharging when the moorings will become very steep. Ships with 
entirely separate ballast systems may ballast simultaneously with 
rere dealeed otherwise discharging may have to be stopped to take on 

allast. 

Density of Dock Water: Lowest recorded 1018. 

Cargo and Bunker Facilities: Crude receiving facilities consist of 
1X30 in. and 1 20 in. pipelines. Tankage is located about 5 km. away. 
Average discharge rates are about 3,000 t.p.h. Fuel oils are shipped via 
1x16 in. line, average loading rate 650 t.p.h. Gas oil is shipped via 
1x12 in. line, average loading rate 550 t.p.h. 

Freeboard Restrictions: The Port Authority will not allow the freeboard 
of discharging tankers to rise above the height of the er foam 
cannons located at the berth, i.e., 14 m. above water level. Ships which 
cannot maintain their freeboard below this level by ballasting during 
discharge will have to stop discharging when the freeboard reaches 
14 m. and take on ballast before resuming discharge. 

Darsena Ugione Terminal: 

Cautionary Advice: Darsena Ugione, located about 1 mile up the 
narrow and congested Industrial Canal is itself narrow and congested. 
Ships have to back into Ugione and the corners of the Darsena are not 
fully protected. 

The Channel to and from Darsena Ugione and the Darsena itself is 
subject to silting, and therefore maximum advertised draft must never 
be exceeded. 

Berthing Procedures: Ships bound for Darsena Ugione will proceed 
up the Industrial Canal with the assistance of tugs and be swung either 
in the Bacino di Evoluzione about 0.5 km. below Ugione or at the 
entrance to Ugione itself. Before backing into Ugione, the port anchor 
is sometimes dropped and the head and stern lines are run out by 
mooring boat. There is no power assistance on the shore to heave the 
mooring ropes to the bollards and, therefore, ships should take care not 
to run out too much line at once. This is especially important if wires 
are used. An additional dolphin, new high capacity fenders and bollards, 
recently installed, ensure safer mooring. Ships are always starboard 
side to Berth No. 36A. 

Shore gangway is run from main deck, close to manifold. 

Cargo Bunker Connection: All products are handled through 4 fully 
balanced hard arms having 6 in. ASA bolted connections. 

Cargo, Bunkers Handled: Fuel oil (1<16in. pipeline), gasoline/ 
kerosine/gasoil (3x 12 in. pipeline), MTBE (18 in. pipeline), lube oils 
(1x12in. and 2x6in. pipelines). The average rates range from 
150 t.p.h. to 500 t.p.h. 

Fuel oil and gas oil bunkers available via pipeline at the berth. 

Deballasting Facilities: Ballast water is discharged ashore through 
12 in. line, maximum storage capacity is 6,000 cu.m. Tank washings 
(slops) cannot be received. Discharge rate of ballast water averages 
300 t.p.h., therefore, ships should arrive with minimum ballast consistent 
with safety. 

Both Terminals: 

Oil Pollution Clean-up: Facilities are available. 

Fire Fighting Facilities: At both terminals, elevated foam cannons 
serve each berth. At Nuova Darsena, the cannons are remotely 
controlled. 
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- 
Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng, 


Services: Fresh water, 
available. 
Repairs, Gas Freeing, Immobilisation: All kinds of ships’ r 
be undertaken at Livorno including servicing of radio, radar ae 
sounders with prior notice. & 
Tank cleaning and gas freeing are not allowed alongside the tg 
berths. ’ 
While alongside the tanker berths, the engine and steering Qear 
be maintained ready at all times. If engines require immobili ‘ 
any reason, prior permission must be obtained from the Harbour Nes 
Also see “Berthing”. 
FRESH WATER: Fresh water available at all berths except Bacings 
Fondale. Water barge available. 
FUEL: All grades available from berth. Advance notice rea 
48 hours; supply subject to Owners’ stem. ; 
FIRE PRECAUTIONS: Berths at which tankers operate are Quy 
with monitors. 


distilled water, laundry, and Storey 
‘i 


CONSULS: 
Chile Greece Norway 
Denmark Liberia Portugal 
Finland Malta Spain 
France Monaco Sweden 
Germany Netherlands Uruguay 


REPAIRS: All types of deck and engine repairs are possible. 
DRY DOCKS: Dry docks suitable to accommodate a Liberty type» 
A small floating dry dock for vessels up to maximum of 1,500 tons 

New Graving dock 350 m. x 56 m., depth on sill 10.0 m. (For 3) 
d.w.t. vessels) in operation. 
GANGWAY/DECK WATCHMEN: Recommended, 8 hour shifts, ogy 
1400, 1400 - 2200, 2200 - 0600 hrs. 
OPENING/CLOSING HATCHES: Normally carried out by ship's o» 
CERTIFICATES: All ship's certificates required. 
CUSTOMS ALLOWANCES: Tobacco: 50 cigarettes, or 50 gp 
tobacco per man for the first 24 hours. Wine and/or Spirits: om 
consignment of the Master. 
REPATRIATION: All necessary repatriations possible. 
AIRPORT: Nearest at Pisa, distance about 20 km.; served by Als 
British Airways, Lufthansa and Air France. 
Neen Local time is 1 hour ahead of GMT, and Summer time 2 hy 
ahead. 
HOLIDAYS: 1st January, Easter Monday, 1st May, 15th Aug 
1st November, 8th December, 25th December, 26th December. 
POLICE/AMBULANCE/FIRE: Police Tel: 23413, Carabinien } 
808002, Dept. of Customs Guards Tel: 24066, Ambulances Tel: 33% 
22111, Fire Brigade Tel: 22222. 
TELEPHONES: Only at some quays is it possible to place telephs 
on board. 
SERVICES: Tank cleaning and slop facilities available. Com 
adjuster available. Refuse collection. 
Agency: Steamship and Forwarding Agents: 

G.Panessa & C. S.r.|., Scali del Corso 11, 57123 Livorno. Tel: (iit 
586) 848111. Fax: (0039-586) 848225. Telex: 500018. 
SHORE LEAVE: Possible. 
IDENTIFICATION CARDS: Shore passes required, issued by & 
police authorities. 
GARBAGE DISPOSAL: Collection time is from 0730 hrs. — 12%" 
and from 1330 hrs. — 1630 hrs. once a day. Overtime service is availa 
on request by your local Agency. 

Skips on board and drums alongside are provided on request ” 
Company operating this service is Faro Verde. Tel: 0586-405272 


Changes: 

Ships up to 450 tons litres 9,435 
Over 451tons upto 1,000 tons litres 9,435 
Over 1,001 tons up to 4,000 tons litres 15,100 
Over 4,001 tons up to 10,000 tons litres 18,525 
Over 10,001 tons _—_ up to 15,000 tons litres 20,550 
Over 15,001 tons _—_up to 25,000 tons litres 22,650 

over 25,001 tons litres 24,675 


WASTE OIL DISPOSAL: Collection service is available from 0800" 
to 1200 hrs. and from 1300 hrs. to 1700 hrs. Overtime can be requé® 
by your local Agent. Every berth is suitable for this service provide’ 
barges and vacuum tankers. Name of the Company operaingy 
service is Labromare. Tel: 0586-409435. Fax: 0586-409748. |# 
502090 Labrom I. 

SEAMAN’S CLUBS: None. 

CURRENCY: Italian Lira. 

DELAYS: No considerable delays. 


REPORT: November 1989. 

The following is from an agent to a ship operator. 

This letter is to inform you that the local Harbour Authorities ® 
recently issued a new regulation, which makes it compulsory, to 
on the “Berth Request”, the following information in addition to the 
ship's details: 

. Ship's international call sign and official number. 
. Arrival draft (fore and aft). 
. Previous and subsequent ports of call. A 
. When Livorno is the first or last Mediterranean port of ca 
following must be declared: 
(a) Access point (Gibraltar/Suez/Bosporus) with date and 
transit. 
(b) Exit point (Gibraltar/Suez/Bosporus) with expected date ant? 
of transit. 
5. Memorandum of understanding on port state control (Memoe® 
of Paris): place and date of issue and expiry date. 
6. Total cargo on board on arrival and on departure, cargo prev 
carried, and whether tanks are clean, dry, gas-free. 

Please note that if any of the above details are missing, the He? 

Authorities will not accept the “Berth Request”. 


PON 


yoo OFFICER'S REPORT: September 1990. 
oe ald 
gt Crew List. 


. copy Stores List. 


ood Crew List. 

1 copy Stores List (include pepper, cigarette papers, cacao, 
chocolate). 

yartests 


ration: 
ey Crew List. 


pour Master: 
See Crew List. 
copy Harbour Master's Papers. 
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<i Northbound, 1 copy Maritime Declaration of Health is required. 
| sve Passes: Immigration issue passes, but they do not have to be 


asmed 
yENT'S REPORT: April 1994. ar 
seorage: Anywhere outside traffic separation zone limited by 
sowing points: . ‘ 
yan lighthouse bearing/distance: 
4-024° x 1.5 miles. 
| 8-038° x 3.5 miles. 
¢- 078° x 3.5 miles. 
p-090° x 1.5 miles. 
ypoaches: Vessels within 4 miles of port entrance to follow traffic 
0 Syation scheme divided by main lighthouse bearing 058°, keeping to 
etoard in traffic lane when entering. Pilot usually boards about 
imiles off. 
‘ters: Night berthing or sailing allowed, basis LOA limit and weather 
mdipons. 
* | ams: Nuova Darsena Petroli — Agip Plas: 
» 10: Length 344 ft. For tankers with max. LOA 984 ft. with draft 
37 ft. Moored in fair weather and at high tide. 
» tt: Length 295 ft. For tankers up to LOA 984 ft. (Berth No. 10 not 
engaged) and draft 35 ft. 
Tankers longer than 984 ft. may be moored on Harbour Master's 
whorisation. 
Wud dredging to original depth of 37 ft. 6 in. presently scheduled. 
, | wsena Ugione — Agip Plas: 
@ 036A: For tankers up to 558 ft. (maximum distance between bow 
and ship's manifold — 263 ft.) and draft 27 ft. 
#36: Dismantled. 
«37: Presently not in service. 
s | ‘ugo bunker connections: 
. 10: 


bd 


Crude oil/fuel oil 3 arms x 12in. ASA 
" 4 hoses x 10 in. ASA (spare) 
Gasoil 1 hose x 10 in. ASA 
Bunker fuel oil 1 hose x 6 in. ASA 
Fuel oil/crude 2 arms x 12 in. ASA 
Gasoil/Kerosene/Gasoline 2 arms x Bin. ASA 
: | Alloading arms are provided with an alarm system, in case ship's 
¢ | ‘wements at the berth exceed the set limit, with automatic closing of 
‘eam valves and arm disconnection. 
e fuel oil and gasoil bunkers available via pipeline at berth. 
igo and bunker facilities: 
cude receiving facilities consist of 130 in. pipeline. 
‘uel oils are received/shipped via 1 x 16 in./12 in. and 1 x20 in. (spare 
‘Yorude oil) pipelines. 
Gasoil, kero, gasoline are received/shipped via 3 12 in. pipelines. 
Ne average rates are 3,000 — 1,800t.p.h. for crude oil/fuel oil 
‘sharging; 650 t.p.h. for fuel and oil shipping; 900 t.p.h. for gasoil/ 
#oline discharging; 450 t.p.h. for virgin naphtha shipping and 500 t.p.h. 
‘erosene shipping. 
geomer pumps are available for reaching above said rates during 
i | Sharge. 
| “board restrictions: 
: 
; 


a | 0.11: 


‘he deck floor must not exceed the height of 16.0 m. from dock ground 
“ut 17.5 m. from medium sea level) marked out by a white line on 
“dle plant fire fighting tower. 


MTHORITY: Capitaneria Di Porto Di Livorno, 57100 Livorno, Italy. 
* 893362. Contact: Raimondo Pollastrini, Captain of the Port. 
tienda Dei Mezzi Meccanici E Dei Magazzini Del Porto, Scali 
“Sciano 7, Livorno, Italy. Tel: 848611. Telex: 500486. FAX: 848808. 
“act: Direttore: Dr. Francesco Ruffini. 

yamera di Commercio Industria Artigianato E Agricoltura, Piazza 
“cipio 48, Livorno. Tel: 231111. Telex: 500486. FAX: (586) 886689. 


VANFREDONIA: 41.37 N. 15.55 E. (See Plan) 


PORT LIMITS: Seaward boundaries do not exist. A vessel is considered 
~“fived ship” and (subject to Charter-Party terms) laytime will 


~amence when boarding the Pilot or dropping the anchor in the Roads. 
XCUMENTS: : sited 


> Crew Lists, 
3Provision Lists. 
‘rival Report. 
$Curios Lists. 
td Manifest (Italian Form). 
m “4 Lading and ship's documents not expired. 
td hy RAGE: Boundaries according to the draft; the bottom (mud and 
w re ee No anchorage is suggested with heavy S.E'ly 
. an”. 
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ITALY 


PILOTAGE: Compulsory for vessels over 500 g.r.t. The ship's ETA is 
furnished to the Pilots by the Agent. VHF service around the clock on 
Channel 12; Pilot station to be contacted 1 or 2 hours prior the ship’s 
arrival in the Roads. International signals are used for calling Pilot; Pilot 
has to be taken on board within 1 mile range from the harbour entrance 
but, upon ship's request, Pilot may board the vessel wherever required. 
The pilot boat has a black hull with a white stripe all around and the 
letter “P" printed on both sides of the bow. White superstructure and 
mast. Max. speed 8 knots. 

RESTRICTIONS: Ships carrying dangerous cargoes will only berth in 
daytime (from sunrise to sunset); departure is allowed at any time for 
all vessels. 

MAX. SIZE: No restrictions on LOA or beam. The only limitation is given 
by the draft which is 32 ft. 6 in. for ships operating to the New Industrial 
Port and 21 ft. 6 in. for those operating to the old harbour. The above 
drafts are referred to the Mean tide condition. One more foot can be 
added if docking with high tide. 

HEALTH: Free Pratique is granted by the Port Authorities at anchorage 
or at the dock. Radio Pratique may be requested, by cable via Bari 
Radio, to “Sanimare Manfredonia’”’. 

RADIO: For ETA and other communications with Agents, receivers, etc., 
Roma Radio is suggested; call sign IAR. 

VHF: Port Authorities: Channel 16 from 0800 to 2000 hrs. local time 
from October to May and 24 hour watch from June to September. 

Pilots, Tugs and Mooring Gangs: Watch and working Channel 12; 
service continuous. 

Local Agents provided with VHF equipment listen from 0800 to 
1700 hrs. on Channel 9 and 12. 

RADAR: The new pilot station will be equipped with radar and Pilots 
should be able to provide a suitable radar service and port control. 
TUGS: 2 tug boats of 1,300 h.p. Usually join the vessels in the Roads, 
together with the Pilot. Either ship's or tug’s lines are used. Towage is 
compulsory for ships carrying dangerous cargoes. 

BERTHING: New Industrial Port: A/1 300 m., A/2 250 m., A/3 265 m., 
A/4 265 m., A/5 315 m. Draft at MHWS 32 ft. 6 in. 

Old Commercial Port: Nos. 1, 2 and 3 together 480 m., Nos. 4 and 5 
together 220 m. Draft at MHWS 21 ft. 6 in. 

CRANES: Old Commercial Port: Pier No. 2 equipped with 2 cranes with 
a safe working load of 6 tons each. 

New Industrial Port: 2 cranes Reggiane type, multi-purpose, are 
located on Piers A/3 and A/4. Safe working load 25 tons at 40 m. spread. 
BULK CARGO FACILITIES: In addition to the cranes, the new port is 
equipped with 3 escalators for loading fertiliser in bulk (Berth A/2) and 
2 self-moving suction pumps for cereals (Berths A/1 and A/2). 

The rates are: Fertiliser in bulk 3,000 tons per working day. Grain, 
wheat and other cereals 5,000 tons per working day. Sulphur in bulk 
2,000 tons per working day. Silver sand 2,500 tons per working day 
(working day 0700 — 1900 hrs.). 

BRIDGES: None. 

STEVEDORES: Gangs arrangements made by the Agent in due time. 
The load or discharge rates vary depending on the type of cargo, the 
vessel, the type of the ship's gear, etc. 

MEDICAL: Crew members must be in possession of a valid vaccination 
card against cholera and yellow fever when coming from countries 
declared infected by the international health laws. 

DENSITY: The average salinity of water in the port is 1026. 

FRESH WATER: Available on the quays of both ports. Watering 
operations carried out by hoses which are connected to the pier 
connections. 

FUEL: Any kind, grades and viscosity delivered by trucks. 

FIRE PRECAUTIONS: Towing wires hanging from the sea side forward 
and aft. 

CONSULS: None. 

REPAIRS: Small deck and engine repairs are possible. 

DRY DOCK: None. 

SURVEYORS: All Classification Societies are represented in Bari, 
2 hours away from Manfredonia. 

GANGWAY/DECK WATCHMEN: Available, but not compulsory. 
OPENING/CLOSING HATCHES: Opening and closing carried out by 
ship's crew. 

CUSTOMS ALLOWANCES: 40 cigarettes per man. 1 bottle spirits. 
REPATRIATION: All facilities exist for effecting Crew changes and 
arranging all the necessary pratiques for repatriation. 

AIRPORT: The nearest airport is Bari, 130 km. away, but the re-opening 
of Foggia airport, 36 km away is expected. 

TIME: From the last Sunday of March till the last Sunday of September 
“daylight saving time” is in force. GMT plus 2 hours. For the rest of the 
year the standard time is used, GMT plus 1 hour. 

HOLIDAYS: Cargo operations are not carried out on the following days: 
All Sundays, April 25th, August 15th and 31st, December 8th, 25th and 
26th, and January 1st. 

POLICE/AMBULANCE/FIRE: For all services dial 113. 

SERVICES: Compass adjusting, radar and gyro repairs. Divers available 
on request. 

TELEPHONE: No arrangements exist for placing telephone on board. 
1 telephone booth exists on “Molo di Ponente”, Old Commercial Port, 
for local and long distance calls. A few telephone booths on Berths 
A/1 and A/3 of the New Industrial Port are to be connected in the near 
future. 

SHORE LEAVE: Crew members of all nationalities are allowed ashore. 
IDENTIFICATION CARDS: Seaman's Book is sufficient. 

DELAYS: Delays for port congestion are very unusual, however, delays 
no longer than 24/48 hours are expected. 

GENERAL: 2 shipchandlers are available for stores, provisions, 
cigarettes and spirits. 

AUTHORITY: Capitaneria di Porto, Piazza Marconi, Manfredonia. 
Tel: (0884) 23871-2-3. Telex: 812156 Compmf |. Contact: Harbour 
Master. 
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MESSINA: 38.11 N. 15.34 E. (See Plan) 


DOCUMENTS: If vessel comes from foreign port, whenever possible, 
at least 1 copy of Crew List and Passenger List to be sent some days 
before her arrival, so that they can be delivered to police in advance. 
Required on arrival: 

3 Crew Lists. 

1 Provisions List. 

3 Lists Passengers in Transit. 

3 Lists Passengers Disembarking. 

1 List of Articles —- new and Customs-barred in possession each crew 
member — cameras, binoculars, radios, cigarettes, tobacco, new 
articles, etc. If on inspection articles or quantities not in conformity 
or in excess, Master responsible; articles removed and heavy fine 
imposed. 

Copies of Cargo Manifest also to be prepared on arrival. 

If Anchorage Dues already paid and still in force, the relative receipt 
to be shown to the Harbour Authorities, together with other ship's papers 
and report of arrival to be delivered to them. 

PILOTAGE: Pilotage through Messina Straits is available but not 
compulsory. 

Vessels in transit who intend to avail themselves of optional pilotage 
may request a Pilot via: 

(a) Radio PT — Messina (IDF) on frequency 2182 kHz by 
radiotelephony at least 4 hours in advance. 

(b) The Messina and Reggio Calabria Port Captaincy telegraphically 
at least 12 hours in advance. 

(c) Through the ship's Agent. 

(d) By contacting the local pilot station directly by telephone 090/ 
44483 or VHF Channel 12 at any time. 

Ships requesting a pilotage service shall embark the Pilot in the 
following positions (which are also the boarding positions for the Port 
Pilots): 

(a) If Southbound: 3 nautical miles North of Cape Peloro. 

(b) If Northbound: 1.5 nautical miles S.E. of San Ranieri Light. 

We wish to point out the great advantages that such a pilotage service 
may render to the ship, both in terms of fuel saving because it avoids 
the longer passage to the South of Sicily, and in terms of safety to 
navigation. 

Also see “Italy — General” before first port and “Report” dated May 


1985. 
ANCHORAGES: Allowed outside harbour; at Paradiso's Bay, sufficient 
depths for safe anchorage existing. Advisable to request Pilot's 
assistance for indication of best anchorages. 
Prohibited Anchorage: Between the parallels of 38° 12’ 58” N. and 
38° 10’ 48” N. 
RESTRICTIONS: For entering harbour during night-time ETA to be given 
in advance. 

Also see “Italy — General” before first port and “Report dated May 


1985. 
og SIZE: Max. draft allowed: 33 ft. at passenger quay; other berths 
27 ft. 

Max. length 200 — 300 m. 

Tankers: Length 100 m., draft 27 ft. 
HEALTH: Free Pratique automatic for vessels coming from other Italian 
ports and quarantine flag not to be flown on entering. From other 
countries usual procedure applies. 
RADIO/VHF: Contact through Rome Radio, Naples Radio, Augusta 
Radio, or Messina Radio VHF Channel 16 or R/T 2182 kHz. 
TUGS: Not compulsory. Tugs join vessels at about 0.5 miles from 
entrance of harbour. If tug’s lines used increase of 10% on tariff. 
STEVEDORES: To enable Agent order gangs important obtain accurate 
ETA. Latest time to order gangs: normal shift 0730 hrs. for work in the 
morning; 1200 hrs. for work in afternoon; night shift 1600 hrs. same day 
— Saturday noon or Sunday at 1200 hrs. on Saturday. 

Failure to give ETA results in cost of waiting gangs, charged to vessel. 

Tonnage: Per gang in 8 hours: General cargo 50 ton — cereals 80 ton. 
MEDICAL: Doctor can attend sick crew members or for vaccinations. 
Hospitals available. 
TANKERS: There is a Eurobunker station only. Small tankers from time 
to time discharge fuel oil, gasoline, etc. Gas freeing, tank cleaning, slops 
and dirty ballast reception facilities available. 


CONSULS: 
Argentina Finland Norway 
Australia Germany Panama 
Colombia Guatemala Peru 
Denmark Netherlands Sweden 


FRESH WATER: Only quays have water pipeline connections and water 
may be supplied day and night directly from ashore by hoses; during 
Summer time water may be supplied from 0600 to 1100 hrs. only. Water 
available at night time by boat (max. 250 tons). 

REPAIRS: Almost all types of deck and engine repairs can be carried 
out. 

DRY DOCK: One dry dock belonging to SMEB (Societa’ Messinese 
Esercizio Bacini) can be hired. Dimensions are as follows: Length 853 ft. 
(260 m), breadth 118 ft. (36 m.). One dry dock belonging to Italian Navy, 
therefore application must be granted by the Marina Militare. Dimensions 
are as follows: 492 ft. x 52 ft. 7 in. (bottom), 81 ft. 6 in. x 24 ft. 8 in. 


(top). 

GANGWAY/DECK WATCHMEN: Recommended. 
OPENING/CLOSING HATCHES: May be carried out by the crew or 
stevedores. 

CERTIFICATES: Safety Certificate, Wireless Safety Certificate, 
Freeboard Certificate, Derat Certificate, Anchorage Duties Voucher, 
Passenger List, Construction Certificate. 

CUSTOMS ALLOWANCES: 50 gm. tobacco for each seaman. 
Spirits: 0.75 bottle for all crew. 

REPATRIATION: No particular facilities existing; but necessary 
repatriation can normally be arranged. 
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AIRPORT: Reggio Calabria Airport — distance about 10 km ; 
Messina, Reggio Calabria can be reached in 15 minutes by byte 
boats, which run every half hour (about). Flights from Reggio Ain 
Winter, 1 per day; in Summer, 2 per day. 
TIME: In relation to GMT local time is an hour ahead. During Sune, 
from March to September, clocks are put 1 hour forward. 
HOLIDAYS: Work can be arranged, provided timely notice iS ive 
following official holidays, paying the respective increase on & 
New Year's Day (January 1st); Easter Monday; 25th April: Ist 
June 3rd; local religious holiday; 15th August; 25th December 
December. 
POLICE/AMBULANCE/FIRE: Police, 46830; Ambulance, 29565 
Fire, 2930222. 
TELEPHONES: No arrangements exist. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Required. 


REPORT: May 1985. 

he The following is a copy of telex from ship's Agent to Ship Oper, 
uote: 

Port Orders 7 — 18/85 

As from 10th May 1985 temporarily pilotage in the Strait of Me 
is compulsory for vessels over 6,000 g.r.t. carrying petroleum prog. 
or noxious substances to the sea. Pilotage is also compulsory to vege 
not carrying the above products over 15,000 g.r.t. Vessels are to ny 
at least 12 hours prior arrival Messina Radio call sign IDF fr 
2182 kHz and cable Port Authorities of Messina and Reggio Caz 
or through their Agents the following: 

International call sign. 

Flag. 

G.r.t. as per International Certificate. 

Type of cargo/es and quantities. 

CLC and IDPP certificate details. 

Same information has to be given to Messina and Reggio Calaty 
Port Authorities by vessels not compulsory to take Pilot at least 2 ty 
prior their arrival at Messina via Messina Radio or VHF/FM Channa: 

Pilot boards vessels coming from South at 2.5 miles S.E. of Pun: 
Raineri Light. 

Pilot boards vessels coming from North at 3 miles North of Cs 
Peloro Light. 

Joint Port orders No. 6/85 and 13/85 issued respectively by Reg 
Calabria Maritime Direction and Catania Maritime Direction is abroga 
as from 10/5/1985. 

Furthermore the decree of Ministry of Merchant Marine of 8th 
1985 about the navigation in the Strait of Messina states as follow 

As from 10th May 1985 the navigation in the Strait of Mess 
forbidden to vessels equal or over 50,000 g.r.t. carrying petrok 
products or noxious substances to the sea as defined by the Internat: 
Conventions effective in Italy. 

Unquote. 
Also see “General — Strait of Messina” before first port. 


AUTHORITY: Capitaneria di Porto — Messina, Via V. Eman 
Messina, Italy. Te/: 41896. Contact: Port Commandant. 


MILAZZO (Sicily): 38.13 N. 15.16 E. 


DOCUMENTS: 

6 Crew Lists. 

6 Passenger Lists. 

Provisions Manifest. 

Manifest of Crew Personal Effects. 

Cargo Manifest. 

Arrival Report — completed on arrival. 

Maritime Declaration of Health Certificate — completed on artvé 

Ship's Certificates, including Italian Authority dues. 

Vaccination Certificates for sighting. : 
ARRIVAL ADVICE: At least 24 hours’ notice of arrival to be pass® 
Agent in order to obtain allocation of berth from Port Autw 
Consignees-Receivers as for Charter Party. 
PILOTAGE: Pilot boards 1.5 miles off the berths. International & 
signals used. Pilot can be contacted on VHF Channel 12. Compe 
for vessels over 500 g.r.t. (Berthing/Unberthing). 
ANCHORAGE: Anchorages No. 1, 2, 5, 6 and 7 are cancel’ 
tankers must anchor in a zone East of the refinery jetties ® 
Anchorages No. 3 and 4, and to the East. Anchoring is prohibited 
0.5 miles of the refinery jetties. The use of a Pilot for anchow 
recommended. “ 

No. 3 up to 3,870 m. off the harbour green light — Bearing 097 

No. 4 up to 3,050 m. off the harbour green light — Bearing 10! 
RESTRICTIONS: All tankers are berthed and unberthed be™ 
0600 hrs. and 2000 hrs. 
MAX. SIZE: Tankers up to 420,000 d.w.t. 4 
HEALTH: Free Pratique on board may be requested on arrival 
of ship's Agents. The procedure to obtain Free Pratique by radio se 
perfected. Pratique is automatic for vessels coming from ports n= 
countries. 


(See Pl 
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may be contacted on VHF Channel 12. Harbour Master 
orty MAY be contacted also on VHF Channel 16. 
aos: 4 1098 available, 2x 2,500 h.p., and 21,800 h.p. Tugs meet 
~ 1.0 miles North of the refinery jetties. All gas tankers and all 
“yers over 1,600 g.r.t. use one tug for mooring and unmooring; tankers 
e 
1g 


yoovHF: Harbour Master Authority, Mediterranea Refinery, Pilot 
Tugs 
re 


rt. to 25,000 g.r.t. use 2 tugs, and tankers from 25,000 g.r.t. up 

“9000 g.r.t. use at least 3 tugs. Ship's lines used. 

sey CARGO FACILITIES: 
breakwater (130° from old green lighthouse), length 350 m. 
berth with length 210 m., depth 9.0 m. in South part of the port. 
perth, length 40 m., depth 7.0 m. for Ro-Ro vessels. 

ge berth, length 210 m., depth 7.0 m. — 9.0 m. 


gDICAL: All facilities available. 
aNKERS: AGIP Petroli Co.: 8 berths for Tankers, distributed in 2 jetties 


ws: 

sey: (West Jetty) 500 m. long, for loading/unloading, with the 
berths: 

TN No. 1 (West side — Outer end) — depth 48 ft. LPG arms and 

vs available. : 

aeth No. 2 (East side — Outer end) — depth 48 ft. 

» 2 Jetty: (Middle Jetty.) 650 m. long, for loading/unloading, with the 
berths: 

etn NO. 5 (West side — Middle) — depth 55 ft. 

gerth No. 6 (East side — Middle) — depth 55 ft. Arms:12 in. — Ballast 


| «1x20 in. — Cargo lines 240 in. (Crude oil) — 20, 16, 12 in. (Fuel 


»-20in. (Gasoil) — 12 in. (Virgin Naphtha) — 10 in. (Super Gasoline) 
_‘0in. (Normal Gasoline) — 10 in. (Kerosine). 

ferth No. 5 bis (West side — Outer end) — depth 83 ft. Available for 
essels up to 420,000 d.w.t. 

gerth No. 6 bis (East side — Outer end) — depth 75 ft. Arms: 16 in. — 
‘ude oil lines 240 in. 

Berth No. 7 (West side — Inner end) — depth 25 ft., loading arms 6 in. 
Berth No. 8 (East side — Inner end) — depth 24 ft., loading arms 6 in. 
Berth No. 7 available for vessels up to 6,500 d.w.t. LPG arms and 
ves available. 

Berth No. 8 available for vessels up to 4,500 d.w.t. LPG arms and 
ees available. 

i 3 Jetty: No equipment on this jetty. 

Vessels berth head out. Lines run to mooring dolphin ahead and 
em. Anchor is permitted only for small tonnage tankers. Tankers may 
se wire ropes only on the jetty mooring hook. On the bitts may use 
we ropes only if the eyes are made of manila or nylon. For tankers 


_ iongside the jetty it is compulsory to have ahead and astern, outside, 


we ropes with eye. 

Crude oil washing permitted. 

dihoom: Compulsory for vessels alongside the refinery jetties. 
SALLAST: Ballast facilities available at Mediterranea’s berths. 
Seception 1,000 t.p.h. No restrictions on capacity. 

RE WATCHMEN: Compulsory for tankers alongside the Refinery 
\editerranea jetties. Number of watchmen onboard is variable, 
sording to the cargo Class (“A”, ““B” or “C”) loading/discharging and 
othe tanker's g.r.t. 

FRESH WATER: Boiler and drinking water supplied from the jetty. 
anchorage by barge. Max. pumping rate 50 t.p.h. 
FUEL: No fuel available at Mediterranea Refinery berths. Fuel is 
wailable at Milazzo Dry Cargo Harbour berths by truck. 

CONSULS: No Consuls in Milazzo. The nearest are in Messina for the 
“owing countries: Argentine, Australia, Chile, Denmark, Germany, 
seat Britain, Norway, Peru, Uruguay. 

DRY DOCKS: There is a shipyard at Messina (25 km.) for all types of 


work, 
'EPAIRS: All types of deck/engine repairs possible. Experienced and 
Slablished marine workshops available. 
SURVEYORS: Cargo Surveyors and Superintendents available. Ships 
seyors and Salvage Association also available. 
UANNGWAY/DECK WATCHMEN: Watchmen service available. It is, 
‘owever, recommended but not compulsory. 
\STOMS ALLOWANCES: 50 cigarettes are allowed per man per day 
vihe first 2 days. 
‘RPORT: The nearest is at Reggio Calabria where there are 3 regular 
‘is per day. Reggio Calabria can be reached by car and by hydrofoil 
about 2 hours. Catania Airport also nearby, and may be reached by 
# or train in about 2 hours. 
rs GMT plus 1 hour. Summer-time: March to September GMT plus 
hours. 
‘OLIDAYS: Cargo work can be arranged on every day. 
TELEPHONE: No possibility of connection at Refinery Wharves. 
rag Boats are available, and compulsory for vessels 24 hours 
‘er arrival, 
KS: Italian banks only. 
rt Vessels can be stored by barge during loading and 
Fork lift trucks can only be used in the commercial port. 
‘cal riggers can be employed to assist with storing in the commercial 
%y-cargo) port only. 
wee LEAVE: Allowed, but transit through the refinery area not 
ted except in emergency. Boats are available for hire from 
“Ves and anchorage to the landing pier in the Port of Milazzo. Shore 
0 given by local police. 
TMTFICATION CARDS: Shore passes given by local police. 
24 RBAGE DISPOSAL: Service is available and compulsory after 
bags Urs in port. The service is provided by boat and collection is in 
"STE OIL DISPOSAL: No facilities. 
AN’S CLUBS: None. 


SURRENCY: Local currency is Italian Lira. 


> 


ITALY 


SHIPMASTER’S REPORT: April 1986. 
Vessel: 95,000 d.w.t. 

With vessels this size Pilot will normally board for anchoring which 
operation is carried out with anchor in gear due to water depth. Usually 
slack down to about 2 shackles in water and then slack to 9 shackles. 

Only means of getting ashore from anchorage and from the refinery 
jetty is by boat service which is arranged through Agent. VHF 
communication is very good and on berth the refinery requires VHF 
watch on Channel 12. Bonded stores sealed by Customs and for Liberian 
registered vessels will not be unsealed irrespective of vessel's length of 
stay. 

Boat service does not operate after 2300 hrs. or if weather, in 
boatman's opinion, is too rough. 

If American dollars are required then it is necessary to go to Messina 
to obtain them. 

Pilot for berthing boards from pilot boat at anchor and usually requests 
vessel to weigh anchor before boarding. 3 tugs for berthing, 2 of which 
require 2 ship's ropes each, forward and aft, third tug puts up small rope 
amidships. 

At Berth No. 5 usually starboard side to. Moorings 3, 2, 2 with head 
and stern lines first then springs, then breasts. Good mooring facilities 
with messengers and winches and berth is designed for VLCCs with 
shore gangway. 


AUTHORITY: Ufficio Circondariale Marittimo di Milazzo, via Molo 
Marullo, Milazzo. Te/: 090-9281110. Telex: 981148. FAX: 090-9222612. 

Raffineria Mediterranea Milazzo, Box 154, Milazzo, Italy. Tel: 090- 
92321. Telex: 980025. Cables: Raffimed-Milazzo. Contact: Geom. 
Gianni Zimmardi, Refinery Marine Superintendent. 


MONFALCONE: 45.48 N. 13.32 E. (See Plan) 


PORT LIMITS: A vessel is considered to be an “arrived ship” when it 
is secured alongside the berth. 
DOCUMENTS: 

Arrival Report. 

Crew List. 

Passenger List. 

Customs Documents. 

All SOLAS Certificates. 

Health Documents (only for vessels that are not arriving from the 
United States, and are not members of the West European Union). 
PILOTAGE: Pilotage service is the responsibility of the Harbour Office, 
and is carried out by local Pilots. Pilots are not supplied with radio 
equipment. Pilotage service has to be requested by radio via Trieste 
radio station, to the Harbour Office or via VHF Channel 16. Pilotage is 
compulsory for vessels over 500 g.r.t. Pilot boat is equipped with VHF. 
Pilot boards about one mile from the entrance buoy. 

ANCHORAGE: Vessels awaiting entry to the port are required to anchor 
between Duino and Sistiana, about 3 miles from the entrance. The 
anchorage provides good shelter from winds from the first and fourth 
quarters. The depth is approx. 12.0 m. and the bottom is mud. 
RESTRICTIONS: Pilotage is effected day and night. It is not available 
during thick fog or when strong winds are blowing from the first quadrant. 
Maximum draft at high water is 10.5 m. 

MAX. SIZE: At the ENEL Berth (berth for the discharge of coal destined 
for the electrical power station), vessels longer than 180 m. may not 
berth. 

HEALTH: Pratique requested by radio via the Maritime Health Office at 
Trieste. 

RADIO: Nearest coast station is Trieste Radio, through which all radio 
messages should be routed. 

TUGS: Tug service is optional except for vessels proceeding to ENEL 
Berth, but the Maritime Authority can make service temporarily 
compulsory. 

BERTHING: 1,080 m. of berthing space (7 berths) for loading and 
discharging various types of cargo; with a maximum depth of water of 
10.5 m. One berth 120 m. long for discharging cereals with maximum 
depth of 10.5 m. The berths are served by railway branch lines. 
BULK HANDLING FACILITIES: Silo berth is well equipped for 
discharging cereals. 

CRANES: 5 heavy lift cranes on rails up to 45 tonnes capacity. 8 mobile 
cranes of varying capacities. 

BRIDGES: There are no bridges that hinder maritime traffic. 
STEVEDORES: Ordered via Agent. 

MEDICAL: Hospital, doctor and vaccination facilities available. 
TANKERS: The port only receives tankers with cargoes for ENEL. 
DENSITY: Average 1027. 

FRESH WATER: Available at all berths. 

FUEL: Bunkering is by barge or by truck (capacity 20 tons). 

FIRE PRECAUTIONS: Only for hazardous goods, during bunkering 
operations and the effecting of any work on board vessels involving 
flames. 

CONSULS: None at Monfalcone, but available at Trieste. 

REPAIRS: Minor repairs only. 

DRY DOCKS: Max. size 300,000 d.w.t. 

mimi i ag None at Monfalcone, but these may be easily contacted 
at Trieste. 

GANGWAY/DECK WATCHMEN: Not compulsory, 
through Agent. 

OPENING/CLOSING HATCHES: Opened and closed by ship's crew. 
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CUSTOMS ALLOWANCES: 50 cigarettes or 50 grams of tobacco 
available per man per day for the first two days. 

AIRPORT: 5 km. from Monfalcone with connections to Milan and Rome. 
TIME: GMT plus 1 hour; from 29th March to 26th September GMT plus 


2 hours. 

HOLIDAYS: Every Sunday, 1st January, 6th January, 1st May, Easter, 
first day after Easter, 15th August, 1st November, 25th and 26th 
December. It is, however, possible to load and discharge vessels on 
these days by paying premium rates. 

POLICE/AMBULANCE/FIRE: Police 113 or 72332; Ambulance 72249; 
Fire 74444. 

TELEPHONES: Not available on board, numerous public telephones in 
the port. 

BANKS: Banca Antoniana, Via F. Rosselli No. 37. Tel: 45301. 

Banca Cattolica, Via Marconi No. 1. Tel: 470337. 

Credito Italiano, Via Oberdan No. 5. Tel: 40061. 

Banca del Friuli, Piazza Cavour No. 22. Tel: 73230. 

Banco di Roma, Piazza Cavour No. 34. Tel: 45191. 

STORING: See “Prelims”. 

1. There are no coastal fuel stores, and vessels arriving at Monfalcone 
are either supplied by road tanker or by fuel barges. The usage of the 
one or the other means is the responsibility of the Owners or Agents. 

2. Supplies by barge can be effected at any time, whilst by road tanker 
only during non-working hours. 

3. For loading and discharge, vehicles may come right alongside the 
berthed vessels. 

4. There are no forklift trucks in use in the port of Monfalcone for 
unloading goods. 

5. For discharge or shipment of goods, there is an Accident Prevention 
Ordnance No. 07/1981 issued by the Port Captaincy of Monfalcone. 
SHORE LEAVE: Possible. Time restriction for crew members of certain 
countries. 

IDENTIFICATION CARDS: Issued without any formality by the local 


police. 

GARBAGE DISPOSAL: Drums or skips are provided on board at ship's 

request. Daily garbage collection is compulsory for ships over 450 tons. 

Charges are between 10,000 and 80,000 lira per day depending on size 

of ship. Contact Sea Service. Tel: (040) 369928. 

WASTE OIL DISPOSAL: Barges and tanker trucks are available on 

request from Sea Service, Trieste. Tel: (040) 369928. Fax: (040) 304977. 

Telex: 461021 CRSMAR. Details of charges on request. 

SEAMAN’S CLUBS: None. 

CURRENCY: Italian Lira (lira). 

REGULATIONS: There are no special regulations. 

DELAYS: Caused only by weather conditions. 

GENERAL: During the Winter, there are days of. very strong winds 

gusting up to 110 km/h. coming from the first quadrant which sweep the 

port's quays. The wind tends to become strong during the night, and it 

is necessary to strengthen moorings. 

DEVELOPMENTS: An additional berth will be available in the near 

future. 

AUTHORITY: Capitaneria di Porto — Monfalcone, Via C. Cosulich 20, 

34074 Monfalcone, Italy. Te/: 0481-712111/712112. Telex: 461087. 

— 0481-483408. Contact: Captain Giovenni Gardella, Harbour 
aster. 


NAPLES: 40.50 N. 14.17 E. 


DOCUMENTS: 

2 Crew Lists. 

2 Passenger Lists. 

Provisions Manifest. 

Manifest of Crew Personal Effects. 

Cargo Manifest. 

Arrival Report — completed on arrival. 

Maritime Declaration of Health Certificate — completed on arrival. 

Ship's Certificates, including Italian Authority Dues. 

Vaccination Certificates for sighting. 
APPROACHES: Port Approaches: Approaches to the Gulf of Naples 
are free of navigational dangers. Ships approaching Naples from the 
North are cautioned to avoid the Procida Canal, between Procida Island 
and Capo Miseno (1.5 miles wide) in view of the heavy traffic usually 
met in this area and other navigation hazards. Passing well clear West 
of Ischia Island is recommended. Caution is necessary because 
numerous fishing boats are likely to be encountered in the area, 
especially at night and in the early morning. 
Port Operations: The port is located on the Northern shore of a natural 
Gulf and is well sheltered from Northerly winds, but winds from the S.W. 
to S.E. may affect port operations at the petroleum berths, by creating 
a considerable swell inside the breakwater. 
Entry/Berthing: For the berthing manoeuvres, and particularly when 
ships swing inside the petroleum basin, it is very important that ship's 
engine orders are carried out accurately and promptly. The Chief 
Engineer should be advised in advance of importance of this. 
PILOTAGE: 13 Pilots and 3 motor launches. ETA to pilot station, VHF 
Channels 12 and 16 or to “Compamare” on Channel 6. 
ANCHORAGES: Approximately 70 anchorages, having depths ranging 
from 11m. to 15m. 
RESTRICTIONS: 2 port entrances of which the Western is 280 m. wide, 
the Eastern is 250 m. wide. 

Use of propellers and thruster within 20 m. of piers not allowed. 
MAX. SIZE: Tankers up to 45 ft. draft. 
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HEALTH: Free Pratique may be requested by radio to 
Naples" between 12 to 6 hours before arrival advising vessels 
nationality, last port, number of passengers and crew, and state ¢ 
on board, Pratique is automatic for vessels coming from Ports ing: 
countries. 


TUGS: 8 tugs available as required to assist berthing. 
BERTHING: 


Berth No. Dep, 

Molo Angioino Ponente 5 2B 

6 32h 

7 7 32 

Molo Angioino Testata 8 28 

Molo Angioino Levante 9 35k 

10 35h 

11 32h 

Calata Piliero 12 264 

13 26 

14 26h 

Pontile Immacolatella Vecchia 15 20 

Calata Porta di Massa 16/17 28 f. 

18 26 f. 

19 26 f 

20 26h 

Pontile Pisacane Ponente 21 32h 
22 20-32 

Pontile Pisacane Testata 23 25 ft 

Pontile Pisacane Levante 24 27h 

25 28 ft 

Villa Popolo Ponente 26 208 

Pontile Silos Ponente 27 36 A 

Pontile Silos Levante 27 308 

Villa Popolo Levante 28 24h 

Molo Carmine Ponente 29 29 

29 28 ft 

30 29 ft 

Molo Martello _— 30h 

Molo Carmine Levante 31 25 ft 

32 _ 

Testate Bacini 32 30h 

Cesario Console Ponente 33 26 ft 

Cesario Console Levante 34 26 ft 

35 26 ft 

Calata Marinella 36 = 

37 27 ft 

38 _ 

Vittorio Emanuele Ponente 39 - 

40 2ift 

Vittorio Emanuele Levante 42 30 ft. 

43 29 ft. 

Vittorio Veneto Calata 44 26 ft 

Flavio Gioia Ponente 45 33 ft 

46 33 ft 

Flavio Gioia Testata 47 20h 

Flavio Gioia Levante 48 32 ft 

49 32 ft 

Calata Granili 50 30 ft 

Bausan Ponente 51 32 ft 

52 32 ft 

Bausan Testata 53 22 ft 

Bausan Levante 54 36 ft 

55 36 ft 

Calata Pollena 56 35 ft 

Calata Vigliena Ponente 57 a7 ft 

Darsena Pellegrino Fe 18 ft 

57 18 ft 

Calata Vigliena Levante 58 28 ft 

Vigliena Ponente 59 30 ft 

60 30 ft 

Vigliena Testata 61 25 ft 

Vigliena Pennello 62 25 ft 

63 33 ft 

Vigliena Levante 64 37 ft 

65 37 ft 

66 37 

Calata Progresso 67 24 

Calata Progresso 68 24 ft 

Molo Progresso Ponente 69 45 ft 
Diga Curvilinea _ 17 ft. o@ 
Molo San Vincenzo _ at 5m. 


CONTAINER FACILITIES: The port is equipped with a con 
terminal. The facility includes: Quay of 650 m. Depth of water 12 . 
15 m. (Bausan Quay). Container park of 300,000 sq.m. A link we 
National Railway Network. 4 cranes for 20 ft. and 40 ft. containé® 
Bausan Quay East. 125 outlets for refrigerated containers. 

A trans-European railway terminal operated by _ Intem# 
Containers S.A. fitted with a Paceco-Vickers transtainer of 3" 
lateral cranes of 35 tons and 7 tons, and fork-lift trucks. ; 

There is an additional 50,000 sq.m. of container storage neat" 
and various private storage areas. 


BULK HANDLING FACILITIES: 

Coal: Four 6 ton units with hourly payload of 400 tons. p 
Cereals: 2 suction towers x 600 t.p.h. and 1 silo x 50,000 tons ca 
2 suction towers x 250 t.p.h. and 1 silo x 40,000 tons capacity . 
Containers: One 45 ton container bridge crane at Flavio Gio# 
capable of a lift every 2 minutes and 4x50 ton container bridgé 
at Bausan Pier. 

Ro—Ro: 3 platforms and 1 slipway. 
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gue .6 tons, 8x12 tons, 6x12 tons, 10x15 tons, 1x20 tons, 

a 1s (Portainers), 1x45 tons (Portainer). 

. + of 100 ton (Italian Navy) and 1 of 60 ton (SEBN). 

a nS: The petroleum port is located at the far East area of the 
consists of the Vigliena Pier, Calata Progresso and Progresso 

ws me petroleum port is exclusively used for handling crude oil and 

ye mproducts at its 11 berths, and several pipelines connect these 

oe with the Naples Refinery of Mobil Oil Italiana, the plant of Mobil 

~vnca taliana and the bulk plants of Agip, Esso Standard Italiana and 

= x-Shell Italiana) which are all located in industrial area of Naples 

sing the petroleum port at a distance not exceeding 4 miles. The 

gomum size of crude tankers, fully loaded, which can be 

ated at Progresso Pier is 90,000 d.w.t. 

WATER: Water pipelines are connected to all wharves and piers 

sot. Water barges available. 

HEL: All grades available. Delivered by barge subject to advance 


iven. 
ARS: All types of ship repairs can be carried out by the shipyards 
“s£BM. and Societa Cantiere Navale Partenopei. 
‘gy DOCKS: 2 graving docks with dimensions as follows: 
“ength 202 m., width 28.9 m. 
‘ength 349 m., width 45 m. 
. gation 2 floating docks: 
length 233 m., width 37 m. 
228 m., width 24 m., lifting capacity 28,000 tons 
sjsfOMS ALLOWANCES: 300 cigarettes, 1.5 litres of spirits, 4 litres 
‘wne, 3 litres of soft drinks, 1 kilo of coffee, 200 grams of tea and 
Sgrams of perfume per person if from an E.E.C. country. 
sONSULS: 


Tel: Tel: 

ygentina 552 3134 Malta (Consul General)552 15 73 
ystria 287724 Mexico (Chancery) 575 11 83 
iegium 412733 Monaco 68 13 68 
ioivia 28 76 07/26 7907 Netherlands 551 30 03 
snle 5511800 Nicaragua 41 89 43 
colombia 640443 Norway 32 1461 
costa Rica 780 3275 Pakistan 752 29 65 
\prus 418936 Peru 552 56 19 
denmark 5515049 ~~ Philippines 
‘ominican Republic 40 59 86 (Consulate General) 552 04 89 
tuador 425110 Portugal 417911 
= Salvador 64 3440 San Marino 552 33 67 

764 2091/2 Sierra Leone (Consul) 20 92 47 


vance 
semany (Consulate South Africa (Chancery) 20 69 31 


General) 66 46 47/68 3393 Spain 4111 57 
yeece 68 43 88 = Sri Lanka 552 52 68 
juatemala 418128 Sweden 

‘ati 64 96 62 (1000 — 1230 hrs.) 551 50 49 
*onduras Switzerland 66 71 07/66 75 32 
Consulate General) 7803276 Thailand 769 09 59 
celand 260604 _ Turkey 

ndonesia 40 01 43 (Consulate General) 68 46 15 
vy Coast U.K. (Consulate General), 

$900 - 1100 hrs.) 415275 Commercial and 

pan Consular 66 35 11 
Honorary Consulate) 5521183 U.S.A. 66 09 66 
{orea 209430 Uruguay 40 31 78 
‘ebanon 313741 Venezuela 41 85 50 
Uderia 

Consulate General) 26 58 86 


‘RPORT: Capodichino Airport, situated 8 km. from city. 

Full international services. 

'ME: GMT plus 1 hour. Summer-time: March to September GMT plus 
hours 


*MLIDAYS: Local and national holidays: New Year's Day (1st January); 
eration Day (25th April); Labour Day (1st May); Easter and day after 
“aster; Assumption B.V. Maria (15th August); Local Saints’ Day (19th 
“plember); All Saints’ Day (1st November); Immaculate Conception 
tn December); Christmas Day (25th December); and 26th December. 
LICE/FIRE/AMBULANCE: Police Tel: 794112, 794143; Fire 44555; 
"oulance 752069, 752085 or call 113 and ask for service required. 
"LEPHONES: Telephone system permits the connecting up of the 
9s in all berths with the city network. 

SENTIFICATION CARDS: Shore Passes given by local police. 
*VELOPMENTS: Bausan Pier: Container Terminal to be provided with 
40 ton Paceco cranes and be extended to 300,000 sq.m. with 
“Sacity for 250,000 TEU. 

ao persone: Completed. Length 650 m., depth 13.0 m., berthing for 


vessels. 

AUTHORITY: Consorzio Autonomo del Porto di Napoli, Piazzale 
*sacane, 80133 Napoli, Italy. Te/: (081) 266566 PBX. Telex: 721271 
one |. FAX: (081) 206888. Contact: Piero Gallerano, Harbour Master. 
ms Antonio Frendo, Port Director. Dr. Pasquale Accardo, President. 
+ Aldo Rossi, Executive Director. 
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OLBIA, Sardinia: 40.55 N. 09.31 E. (See Plan) 
DOCUMENTS: 
For Maritime Authority: 

Arrival Report. 

Crew List. 

Passenger List. 

Ship's Certificates, for sighting. 
For Port Health: 

Maritime Declaration of Health (2 copies). 

Vaccination Certificates, for sighting. 
For Customs: 

List of Supplies and Engine Stores. 

Cargo Manifest, enclosing Bills of Lading. 
For Police: 

Passenger List (2 copies). 

Crew List (2 copies). 

Shore Passes for all passengers and crew. 
PILOTAGE: Pilots are requested by international code signals — 
Telegraphic address: Pilot — Olbia, at least 2 hours notice of arrival 
required. VHF of 15 Watts on pilot boat (Watch on Channel 16 — Working 
on Channels 6, 9, 12, 14) with service from 0500 hrs. till 0100 hrs. Pilot 
launch is wooden motor boat of 145 h.p. — speed 12 knots. Pilot boards 
1 mile from lighthouse Isola Bocca. Vessels may anchor temporarily to 
await Pilot. 
ANCHORAGE: In the Roads of Golfo Aranci. 
RESTRICTIONS: Entrance kept clear for liners. 
MAX. SIZE: Max. draft 20 ft. 
HEALTH: Before arrival vessel to advise Agents if Free Pratique 
required, indicating state of health on board. 
RADIO: The Port Authority listen on Channel 16 (VHF, range about 
30 miles). 
TUGS: 1 tug available, 1,910 h.p. Service is optional, tug normally meets 
vessel in vicinity of Isola Bianca. 
CRANES: 1 of 6 tons and 1 of 32 tons on rails in the inner port (at the 
Benedetto Brin Quay). 3 mobiles of 15 tons, 11.75 tons and 5.7 tons. 
STEVEDORES: Agents require ETA 24 hours before arrival in order to 
arrange gangs. 
MEDICAL: Hospital facilities available. Vaccinations and inoculations 
can be done, except for yellow fever which must be done in Cagliari. 
FRESH WATER: Available in inner port and Isola Bianca. 
FUEL: Available only by tank truck, subject 2 to 3 days notice. 
CONSULS: No local representatives. 
GANGWAY/DECK WATCHMEN: Service is optional. 
OPENING/CLOSING HATCHES: Work is exclusively done by 
stevedores. 
CUSTOMS ALLOWANCES: 40 grammes tobacco per person per day. 
Not permitted to take tobacco out of the docks. Reasonable amount 
wine/spirits allowed for normal consumption on board. 
AIRPORT: Olbia Airport is Olbia — Costa Esmeralda, 3 km. away. 
Regular services with Rome, Milan, Pisa, Bologna, Cagliari and Nice 
(this last one in Summertime). 
TIME: GMT plus 1 hour. Summertime GMT plus 2 hours from March to 
September. 
HOLIDAYS: New Year's Day (1st January); Liberation Day (25th April); 
Labour Day (ist May); Easter Monday; Assumption B. V. Maria 
(15th August); All Saints’ Day (1st November); Immaculate Conception 
(8th December); Christmas Day (25th December); Boxing Day (26th 
December). 
POLICE/AMBULANCE/FIRE: Police, 22380; Ambulance, 22394; Fire, 
22222. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Shore passes required. 
DEVELOPMENTS: Planned to dredge entrance to 10 m. depth. 
AUTHORITY: Capitaneria di Porto di Olbia, Viale Isola Bianca, 07026 
Olbia, Italy. Tel: (0789) 21243, 21637. Telex: 792080. Contact: F. Lucido, 
ll Comandante. 


ORISTANO, Sardinia: 39.45 N. 08.30. E. (See Plan) 


LOCATION: Oristano is situated on the West coast of Sardinia in the 
Gulf of Oristano. Oristano is the chief town of the province of Oristano 
and the population is in the region of 29,000. 
RESTRICTIONS: Entry/Departure, berthing and unberthing carried out 
in daylight hours only as the port is not equipped with leading lights or 
buoys. 
MAX. SIZE: Martini Silo Quay — Max. draft 8.5 m. 

MI.CHI.SA — Max. draft. 5.0 m. 
VHF: Oristano Pilots on Channels 16 and 12. 
TUGS: One tug available. Larger vessels require additional tugs which 
must come from Porto Torres (at high cost). 
BERTHING: The port consists of 2 harbours. The outer basin being 
located between the 2 breakwaters and used for general cargo purposes 
and the inner basin being the industrial harbour. The manoeuvring area 
between the outer and inner basin has a diameter of 450 m. and depth 
of 12m. The depth of both outer and inner basins is 12 m. The outer 
basin when completed will have berthing space of 1,240 m. and the 
inner basin (for industrial traffic) will have 2,500 m. 
Soc. Chimica del Tirso: Length of berth 48 m. Berth for discharge of 
liquid chemicals to industries in Ottana. 
Banchina di Servizio: Service berth, length 70 m., for berthing of small 
vessels. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng, 


Banchina Industriale — Canale W-E Silos Mangimi Martini: Length 
370 m. Berth for discharging cereals. 2 suction pipes and 2 arms 
available. 

In the near future a plant will be built to produce fodder and animal 
feed. 
Banchina Industriale — Canale W-E — MI. CHI. SA.: Length of berth 
69 m. Vessels berth to load bentonite by means of conveyor. 
MEDICAL: 2 hospitals with 280 beds. 
AIRPORT: Civil airport at Cagliari, Alghera and Olbia (daily connections 
to Rome, Milan, Naples, Bergamo, Pisa, Turin, Venice and Nice) are 
only 1 hour's drive from Oristano by car. 


SHIPMASTER’S REPORT: January 1979. 
Port under construction. 

This vessel (LOA 299 ft. Extreme breadth 43 ft. 9 in. draft 16 ft. 10 in.) 
was the fifth vessel to call at the port. We were unable to obtain Chart 
3917 however, Chart 161A together with information given in sailing 
directions proved sufficient for the vessel to be brought to the anchorage. 
Pilotage: The Pilot advises that he wishes to be embarked close to a 
buoy in position Lat. 39° 53’ N., Long. 08° 31’ E. which is indicated on 
Chart 3917. The pilot boat is a small open boat and does not have any 
distinctive marks. This boat would not be suitable for taking out to the 
‘Gulf’ especially with a strong Westerly wind. 

The Pilot brings the buoy astern and then proceeds on the course of 
approximately S.E. directly towards the harbour entrance. 

Anchorage: Agent requested vessel to anchor about 2 miles off “Grande 
Torres”. 

VHF: Not available. 

Radio: The Agent requested an accurate ETA as he makes 
arrangements for the Pilot and on seeing the vessel at the anchorage 
notifies the receivers by telex. This is then followed by a written Notice 
of Readiness of berthing. 

Berthing: The grain silo berth is at the North side of “Canale Industriale” 
at its mid-length. This vessel swung with the aid of the port anchor and 
berthed starboard side alongside. 

The quay is constructed of solid concrete and rises to a height of 
about 8 ft. above the water level. At the water line there is a ridge of 
about 9 in. extending along the whole length of the quay. Rubber fenders 
about 2ft. in diameter are chained to the face of the quay at 
approximately 120 ft. intervals. 

Once the vessel is alongside and against the fenders, it is protected 
from the concrete ridge but during berthing it would be possible to land 
on the projection because of the spacing of the fenders. 

Bollards are also approximately 120 ft. apart except for one situated 
ahead of the vessel which is approximately 150 ft. from the next one 
aft. They coincide with the fenders. 

The breakwater protects the harbour but difficulty may be experienced 
alongside due to swell following strong winds from a Westerly direction. 
Port Facilities: Access to the vessel by road vehicle and fresh water 
facilities are still to be provided. 

Harbour does not appear to provide any fire fighting facilities and when 
the grain silo is closed there is no telephone available. 

It is about 10 miles by car to Oristano and the Agent's office. Half of 
the journey is by unmade road. There are no ship chandlers or repair 
facilities available in Oristano. Taxi drivers are reluctant to drive their 
vehicles over the rough ground and made additional high charges for 
the journey. The ship's agency was very helpful and went to great lengths 
to arrange for ship's laundry and to have water delivered to the vessel 
by truck. They also made some purchase of small items for the vessel. 

The port of Oristano is likely to become a large complex and it must 
be assumed that provision of services to ships will be developed. 


paeen ce REPORT: March 1984 (Update on January 1979 
report). 

Our vessel LOA 191m. arrived with laden draft of 35 ft. 5 in. to 
discharge a part cargo of 12,000 tonnes of grain. 

Pilot station is under construction, but Pilot has (at home) VHF 
listening on Channel 12. So there is VHF communication with “pilot 
station”. 

Anchoring position according to Agent's cable is Lat. 39° 51.2’ N., 
Long. 08° 28.0’ E. and Pilot informed us by VHF when we were 
approaching the anchorage not to anchor further East than 1.5 miles 
from a line joining Cape San Marcos and Cape Frasca lights (due to 
our deep draft). Finally we anchored in position Lat. 39° 50.2'N., 
Long. 08° 28.5’ E. 

Pilot boat is still a small open boat with outboard engine, but they 
were expecting a new fast pilot boat in March 1984. 

There is a white and red fairway buoy at approximate position, bearing 
from Cape S. Marcos light 063° distance 3.5 miles. The following 3 pairs 
of buoys green and red (red to port entering) and finally 1 red buoy. 
None of the buoys had lights at the beginning of March 1984. 

Therefore entering and leaving the port is permitted only in daylight. 

There is a tug stationed at Oristano of about 500 b.h.p., but when 
large vessels are expected a tug of about 5,000 b.h.p. comes from either 
Porto Torres or Cagliari. We were told that “large” vessels means more 
than 5,000 tons gross, but we could not confirm the size information. 
Naturally we had the assistance of both tugs in mooring and unmooring. 
The 5,000 b.h.p. tug made fast forward well outside the buoyed channel. 

The buoyed channel has minimum depth 13m. and the depth 
alongside “Martini” grain pier is 11.5m., but in charter party draft 
limitation was 36 ft. SW. 

Grain vessels berth port side alongside and when leaving they are 
swung by tugs and engine just in front of the pier as Canal Maritime is 
dredged to 11.5 m. 

Grain Pier has good fenders but while the head of the vessel is 
somewhat protected by the silo, the stern is exposed to the strong 
Northwesterly and Westerly winds and at least 6 stern ropes, 1 breast 
and 2 springs aft must be passed ashore. 

r There is a local Shipchandler, but large orders must come from 
agliari. 
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Fresh water is available but very expensive and only bys 
minimum order 20 tonnes at 25,000 lire per tonne. : 
A new road of 6 km. connects the port with the town of Oristan, 


SHIPMASTER’S REPORT: January 1985. | 

Vessel, LOA 148 m. Beam 22 m., visited Oristano (Lat. 99" ¢ 

Long. 08° 30' E.), to unload maize with deepest draft 9.00 m. | 
Approaching: We reached pilot boarding ground/anchorage Stl 
steering to sea buoy at the entrance of Oristano Gulf. Sea bupy 
recently installed at Lat. 39° 45’ N., Long. 08° 29’ E. (position ay 7 
but unlit, at night it can easily be detected by radar. f 
Anchorage: North: Close to sea buoy in 6 m. — 7 m. for light rath vex, c 
South: Close to sea buoy in 15 m. — 16 m. for deep draft vege) } 
Pilotage: Pilotage is compulsory, only one Pilot at this port. ET, 

can be given 2 hours prior to arrival through VHF Channel 12 ang 
keeps in touch with incoming vessel with his own radio. Pilot uss f 
boards the vessel near the sea buoy and takes ship to harbour a. 
buoyed channel, which was also recently installed and reached ty f 
entrance breakwaters. It was installed according to IALA boop 
system (red to port) but unlit. Entry, departure and (un) : 
restricted at night time. 
Tugs: One tug only available and meets the vessel near the breakys ( 
ship's line was used. If Master insists on extra tug for berthing/unbes, 
in heavy weather, 48 hours prior notice is necessary, high cy 
imposed as extra tug will come from Port of Cagliari. Master shoul, 
special attention to (un)berthing with one tug, which is too low-poy, 
to control a large vessel. 

Manoeuvring: 

(a) Depth: Buoyed channel was dredged to 13 m. and depth oly 
inner and outer port is 12 m. 

(b) Buoyed channel and entrance breakwater about 200 m. wide 
the inner basin entrance is 200 m. wide. Both inner and q 
basins have plenty of room for turning around, diameter a 

800 m. ( 
General: 

(a) Fresh water can be supplied by truck only. 

(b) Fuel available by truck. 

(c) Provisions and bonded stores can be purchased, ship sup: 
provided assorted items, price is very reasonable. 

(d) Cash advance in U.S. currency is restricted to small arnouny 
bank could not collect too much foreign currency. 

(e) Density 1025. 


—— 


PALERMO, Sicily: 38.07 N. 13.20 E. 


DOCUMENTS: 

6 Crew Lists. 

6 Passenger Lists. 

Provisions Manifest. 

Manifest of Crew Personal Effects. 

Cargo Manifest. 

Arrival Report, completed on arrival. 

Maritime Declaration of Health Certificate, completed on arriva. 

Ship's Certificates including Italian Authority Dues. 

Vaccination Certificates for sighting. 
PILOTAGE: Compulsory for vessels over 499 gross tons. Pilot si# 
keeps listening watch on VHF Channel 12. Pilot joins vessel 1 m® 
port entrance. Pilot can be requested by International Code Sit 
Pilot station and every Pilot equipped with walkie-talkie VHF set. Ine 
of rough weather pilot boat will be in the bay and will lead ships ti 
port entrance where Pilot will be able to board. 
Line Handling: Compulsory for vessels over 499 g.r.t. Line handles! 
normally employed at Pilot's orders but they can be directly conta? 
by VHF Channel 12. 
ANCHORAGE: It is advisable to use Pilot for anchoring in Palerm! 
RESTRICTIONS: No entry restriction, but there is a daily ferry s* 
from Naples arriving at about 0645 hrs. and sailing at 2030 hs! 
another ferry service four times a week (Monday, Wednesday, ff 
and Sunday) arriving at about 1300 hrs. and sailing 1500 hrs. Nove 
is allowed to leave or enter the port half an hour before arrival or sal 
of these vessels. 
MAX. SIZE: Max. draft is up to 44 ft. (13.40 m.) according to the# 
Tankers up to 15 m. draft. 
HEALTH: Free Pratique may be requested by radio to “Sanim@ 
Palermo, between 12 to 6 hours before arrival advising vessels ® 
nationality, last port, number of passengers and crew, and state ol" 
on board. Pratique is automatic for vessels coming from ports nt 
U.K., France, Belgium, Netherlands, Germany and Greece. 
RADIO: Naples Radio, Roma Radio, Cagliari Radio or Palermo Fe 
VHF: Port Captain listens on Channel 16 from 0800 hrs. — 2000" 
TUGS: Four tugs are available with up to 2,000 h.p. Tugs normal! 
vessel in the bay. Ship's lines are used. 


BERTHING: 

Pier/Quay Length Maximum drat 

(m.) (ft.) (@ 
Quattroventi Quay 235 24 78 
Puntone Quay (containers) 400 44 134 
S.Lucia Pier — East side 50 31 
S.Lucia Pier — South side 180 24-31 7.404 
Marinai d'ltalia — Quay 1 115 34 104 
Piave Pier — North side 326 37.5 114 
Piave Pier — East side 85 37.5 1a 
Piave Pier — South side 326 37.5 ‘o 

Marinai d'Italia — Quay 2 110 37.5 1 


lane 

thug Pier/Quay Length Maximum draft 
(m.) (ft.) (m.) 
" 0 Pier — North side 326 37.5 11.40 
| “Veto Pier — East side 65 37.5 11.40 
‘venetO Pier — South side 326 24 7.40 
vn | nal ditalia — Quay 3 115 24 7.40 
semyzz0 Quay 350 24 7.40 

wr oidal Mole — East side 350 ‘ ‘ 


n | ome quay is under construction. When completed, within 3 years, 
Foe | x daft will be 54 ft. (16.40 m.), depth 17.0 m. 
AINER HANDLING FACILITIES: One 30.5 tonne container crane 
$56 wgtry crane) with outreach of 23 m. from quay edge, height of spreader 
ye Sea level 17.5 m. ; 
tis | “Oye 42 tonne container crane (gantry crane) with outreach of 34 m. 
Pig | om quay edge, height of spreader above sea level 29.5 m. 
ua | ne 42 tonne container crane (gantry crane) with outreach of 36 m. 
MG: om quay edge, height of spreader above sea level 29.5 m. 
bot me 40 tonne mobile container crane with outreach of 30 m. from 
Vag | say edge, height of spreader above sea level 26 m. 
wa | sneavy duty lift trucks with front loading lifting frame and spreader 
capacity from 6 tonnes — 40 tonnes). 
fate | 15 tractors. 
thn: | strailer trucks, length 20 ft. and 40 ft. 
sts | yk HANDLING FACILITIES: Silos for cereals at Piave Pier with a 
ipa | wg capacity of 29,100 metric tons; discharge rate 250-350 tonnes p.h. 
@f& the suction tower). 
warehouses (either bonded or not) and sheds with a total area of 
_ 400 sq.m. and a total capacity of 72,000 cu.m. 
bob Aelrigerated warehouses with a total capacity of 11,796 cu.m. 
tanks for oils and wines (which can also be used for stockage of any 
‘| ger type of liquid products) with a total capacity of 5,000 cu.m.., linked 
ule | pdocks by pipelines. 
‘| Open air areas for over 220,000 sq.m. 
‘MANES: 8 electric cranes with capacity of 15 tons, max. outreach 
sm. and min. outreach 7 m. 
tmobile cranes with capacities of 13 — 20 metric tons. 
SEVEDORES: Gangs arranged through Agent for all goods except 
les | siners; engagement of gangs can be done in two ways (option left 


pAgent): 

S a SP gnour by day” (0800 — 1200 hrs. and 1300 — 1700 hrs.), to be 
mered at 0730 hrs., 0830 hrs., 0930 hrs., 1030 hrs. to start work 
spectively at 0800 hrs., 0900 hrs., 1000 hrs., 1100 hrs., and 1230 hrs. 
slat work at 1300 hrs. 
for ‘shifts labour”’ (first shift O800 — 1430 hrs., second shift 1430 — 
‘0hrs.), to start work at O800 hrs. or 1430hrs. to be ordered 
spectively at 0730 hrs. and 1230 hrs. 

Container handling, (every service, including stevedores) is provided 
Ente Autonomo del Porto (Port Authority) Palermo for two daily shifts 
‘st shift 0700 — 1400 hrs.; second shift 1400 — 2100 hrs.). 
'| Port labour capacity (quantity of goods, except containers, loaded in 
ihours daily work employing all stevedores available: 
fully loaded trucks and vans carried by Ro/Ro ships — 240. 
Bulk cargo 1,700 tonnes. 
General cargo 700 tonnes. 
Port labour capacity for container handling 140 TEU per shift per 
vane. 
VEDICAL: Assistance will be given upon request. 
TANKERS: a ae 


_Oll Products: Agip. Max. length 185 m., draft 32 ft., 25,000 d.w.t. 
wkers drop anchors and are tied up at 2 buoys astern. Discharge rate 
2400 t.p.h. 

490: Max. draft 15 m., no limitation for length. Vessel drops anchor and 
‘Sup at 2 buoys by stern. Discharging rate 600 — 700 t.p.h. 

XENSITY: 1025. 

FRESH WATER: Available at any quay and in the bay. Rate by hose 
‘tp.h., by barge 80 t.p.h. Barge capacity 250 tonnes. 


VEL: Fuel oil, gas oil and marine diesel available at the quays and by 
‘age with capacity 360 tonnes. 


,  °NSULS: Austria, Belgium, Bolivia, Brazil, Denmark, Finland, France, 
~  *many, Greece, Liberia, Libya, Malta, Monaco, Netherlands, Norway, 
~ “ama, Peru, Portugal, Senegal, Spain, Sweden, Tunisia, U.S.A. 
a) 
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*PAIRS/DRY DOCKS: Palermo Shipyard, located in the Northeastern 
of the port is operated by Fincantieri-Cantieri Navali Italiani, which 
Ms all the largest Italian shipyards and is part of I.R.I. 
‘is one of the largest and most experienced shipyards in the 
) | ‘siterranean area for ship repairs, maintenance, dry dock facilities, 
og motor services and for conversion of ships of any type and 
mension. 
The shipyard is equipped with: 
_bne dry dock for vessels up to 400,000 d.w.t., fitted with 2 cranes of 
ones and 2 cranes of 20 tonnes capacity. 
2 | re dry dock for vessels up to 20,000 d.w.t. 
@ floating dock for vessels up to 150,000 d.w.t. 
@ floating dock for vessels up to 32,000 d.w.t. 
0 berths for vessels up to 400,000 d.w.t., fitted with cranes of 
omnes and 20 tonnes capacity. 
‘ vi berth for vessels up to 160,000 d.w.t., fitted with cranes of 
yonnes and 30 tonnes capacity. 
yd piers (1x110 m. long and 1150 m. long) for vessels up to 
At d.w.t., each fitted with a crane of 30 tonnes capacity. 
thigh er cock for construction of new vessels up to 200,000 d.w.t. 
rp can be alternatively employed for simultaneously building 2 or 
''s such as ferries, sections for lengthening vessels, etc. 
eit shop capable of machining 150 tonnes a day and which is 
Pped with all the latest machinery drilling and welding units. 
Fe engineering workshops also equipped with the latest types of 
ery enabling total dismantling and re-assembly of engines. 
See “Developments”. 
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Tankers — Gas Free Plant: 

A gas-free plant for tankers has recently been completed in proximity 
of the shipyard. 

It is also able to purify dirty ballast water unloaded by oil tankers. 

The plant has following potentialities: 

Purify oily waters: 2,300 cu.m.p.h. 

Reception of slops: 750 cu.m.p.h. 

Steam production: 40 tonnes p.h. 

Production of demineralized water: 20 cu.m.p.h. 

Production of inert gas: 6,000 cu.m.p.h. 
DRY DOCKS: Floating dock, length 285 m., breadth 46 m., suitable for 
vessels up to 150,000 d.w.t. 

Floating dock, length 194 m., breadth 30 m., suitable for vessels up 
to 31,000 d.w.t. 

Graving dock, length 172 m. breadth 28 m., suitable for vessels up to 
25,000 d.w.t. 

Graving dock, length 370 m. breadth 68 m., suitable for vessels up to 
400,000 d.w.t. 

Also see “Developments”. 

GANGWAY/DECK WATCHMEN: Not compulsory; usually number of 
watchmen required depends upon the Master. 

OPENING/CLOSING HATCHES: Crew usually carry out this operation. 
CUSTOMS ALLOWANCES: 40 cigarettes and one opened bottle wine/ 
spirits per man. 

REPATRIATION: Good facilities exist. 

AIRPORT: Distance from Punta Raisi Airport is about 30 km. Airport 
served by regular services. 

TIME: GMT plus one hour. Summertime: March to September, GMT 
plus 2 hours. 

HOLIDAYS: All Sundays; New Year's Day (1st January); Epiphany 
(6th January); Liberation Day (25th April); Easter Monday; Labour Day 
(1st May); Patron Saint's Day (15th July); Assumption B.V. Maria 
(15th August); All Saints’ Day (1st November); Immaculate Conception 
Day (8th December); Christmas Day (25th December); Saint Stephen's 
Day (26th December). 

The following holidays are considered “Non-Workable” (except for 
Ro/Ro vessels employed in regular lines): 1st January, Easter Sunday, 
1st May, 15th July, 15th August, 25th December. 
POLICE/AMBULANCE/FIRE: Police, 583664, 333433. Ambulance, 
306644. Fire, 587919. 

TELEPHONES: Available if required. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Shore passes given by local police. 
DEVELOPMENTS: One dry dock under construction for vessels up to 
150,000 tons. A terminal for ocean dry bulk cargoes will be operational 
within 1 year. 

AUTHORITY: Ente Autonomo del Porto di Palermo, Piazza 
Ucciardone 3, 90139 Palermo, Italy. Tel: 091-6277111. Telex: 910377 
Eporto. FAX: 091-6374291. Cables: Ente Autonomo Porto — Palermo. 
Contact: Paolo Cimino, General Manager. 


PIOMBINO: 42.56 N. 10.33 E. 


PORT LIMITS: Within 1 mile of Breakwater Light. 
DOCUMENTS: 

3 copies of Crew List. 

3 copies List of Passengers in Transit or Disembarking. 

1 Customs List, including ship and crew articles (Master is responsible 

for any excess or shortfall). 

1 copy of Manifest and B/L of Cargo Discharging. 

1 copy of Manifest for Cargo in Transit. 

PILOTAGE: ETA to Agent in local time (GMT plus 1 hour). Summer- 
time March to September (GMT plus 2 hours). 

Pilots embark E.S.E. from breakwater light, distance 1 mile or less 
according to weather conditions. Pilotage usually available at greater 
distance on request of ship or Agent. Being an open road, care should 
be taken to provide shelter to Pilot embarking/disembarking facilities, 
especially in Southerly winds or a swell. 

Pilot ladder according to Convention Safety of Life at Sea, and EMPA 
recommendations. 

Southerly gales may prevent Pilot from embarking or even from 
approaching the ship; in this case pilot boat may guide limited size 
vessels to sheltered water and then embark Pilot (signals by lamp or 
by VHF on Channel 12). 

Pilotage compulsory for vessels over 500 b.r.t. for entering and leaving 
the Port of Piombino and the Port of Tor del Sale (ENEL terminal 
2.5 miles East of Piombino) also for shifting in harbour waters. 

Pilotage compulsory for all ships directed to anchor in a wide area 
affected by submarine pipelines (See “Anchorage’”’). 

Pilot station has 2 Pilot boats fitted with VHF, keeping watch on 
Channel 12. 

Pilots: Corporazione Piloti del Porto di Piombino e Tor del Sale, Piazzale 
Premuda, 30 — 57025 Piombino (LI). Tel: (0565) 30.535 (Office); 40.580, 
30.175, 40.740, 41.345 (Residences). 

ANCHORAGE: Outside the harbour, East or S.E. of Breakwater Light, 
according to size and draft of vessel. Pilotage compulsory for anchoring 
within a large area situated North of Lat. 42° 53' N., and East of Long. 
10° 32’ E. until Long. 10° 37’ East. A submarine pipeline has been laid 
within the said area limits, starting from the coast and running in a 
Southwesterly direction to the Island of Elba. Anchorage is prohibited 
within a distance of 0.5 miles from the pipeline. International signals and 
marks are yet to be set on the pipeline. 

Instructions for anchoring in the whole area are to be requested 
(compulsory) to the Pilots via VHF Channel 12, pending the setting up 
of a Vessel Traffic Service which is expected to start in the near future, 
possibly operated by the Pilotage Authority (See “VTS"). 


(See Plan) 
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RESTRICTIONS: Berthing of large vessels (50,000 d.w.t. or more) is 
unadvisable in darkness or bad weather. Southerly gales prevent 
berthing, also for smaller vessels. Severe Southerly gales may force all 
ships in harbour to leave berths on account of swell and proceed to sea. 

No restrictions on sailing but sometimes necessary to disembark Pilot 
at Portoferraio (Elba Island, 12 miles). Considerable swell in harbour 
during gales. 

MAX. SIZE: Max. draft 39 ft., length 260 m., no breadth restriction. Can 
accommodate vessels up to 80,000 d.w.t. 

HEALTH: Free Pratique automatic for vessels coming from Continent, 
“Q” flag not to be flown on entering. From other countries, including 
Spain and Portugal, usual procedure applies. Not coming from Continent 
it is possible to request Free Pratique by radio to “Sanimare, Piombino”, 
between 12 to 6 hours before arrival. 

RADIO: Civitavecchia or Livorno Radio. 

VTS: Vessel Traffic Service is being organised by the pilotage service 
and will be operated from the ancient Semaphore Station in position: 
Lat. 42° 55' 21” N., Long. 10° 32’ 33” E. The building is described in 
Sailing Directions as white with quadrangular tower and signal mast. 
VTS will furnish information, radar assistance and radar pilotage in the 
approaches to Piombino, etc. 

BERTHING: Deltasider — Piombino (ex-Acciaierie di Piombino). Pier 
equipped for quick discharging of ore 1,000 tonnes per hour, coal 800 
tonnes per hour, scrap, etc. — Berth No. 4 depth 39 ft. Berth No. 3 depth 
35 ft. 6 in. Other commercial berths, max. depth 29 ft., equipped with 
mobile crane 10 tons. 

4 berths for Ro-Ro vessels, max. draft 22 ft., max. length 140 m. 
(priority to vessels of Sardinia Lines). 2 additional Ro-Ro Berths for 
limited size ferries, reserved for Elba Island traffic (mostly tourists). 
STEVEDORES: To enable Agent to order gangs, it is important to radio 
accurate ETA. Latest time to order gangs: shift 0600 — 1400 hrs., 
1700 hrs. day before, shift 2200 — 0600 hrs., 1700 hrs. same day, shift 
1400 — 2200 hrs., 1100 hrs. same day. Failure to give precise ETA may 


result in ship losing 12 — 24 hours, and the cost of the gang not employed. 


paso Doctor and dentist can attend sick crew. Hospital facilities 
available. 
TANKERS: Oil terminal at Torre del Sale. In the vicinity of Torre del 
Sale (2.5 miles East of Piombino), a small shelter-harbour has been 
adapted for supplying the ENEL (National Electricity Board) electric plant 
with combustible oil. Torre del Sale shelter harbour can accommodate 
small tankers (up to 2,000 d.w.t.) with draft not exceeding 14 ft. Daylight 
traffic only with several restrictions for manoeuvring (use of tugs 
compulsory, wind not exceeding 14 knots, swell no higher than 1.5 m.). 
Pilotage compulsory and performed by Piombino Pilots with same 
charges and rules as in Piombino Harbour. VHF Channel 12. 
FRESH WATER: Available at any pier, by pipeline. 
FUEL: Available by barge from Livorno. 
CONSULS: No Consuls. 
REPAIRS: Small repairs only undertaken. 
SURVEYORS: Cargo Inspectors available locally or from Leghorn. 
Surveyors available. 
OPENING/CLOSING HATCHES: Normally carried out by crew (if 
stevedores, extra charge). 
CERTIFICATES: 

Certificate of Registry. 

Load Line. 

Safety Equipment. 

Radio Certificate. 

Derat Certificate. 
REPATRIATION: It is possible to arrange repatriation. 
HOLIDAYS: Cargo work can be arranged on all official holidays. 
POLICE/AMBULANCE/FIRE: Police 31111 or 32222; Ambulance 
36022; Fire 33333; Emergency call (all services) 113. 
EMERGENCY CO-ORDINATION CENTRE: Capitaneria di Porto — 
Livorno. Tel: 21362. Telegraphic address: Compamare, Livorno. 
BANKS: Monte dei Paschi di Siena, Filiale di Piombino, Corso Italia 77 
— 57025 Piombino. Tel: 33021, 35125. Telex: 590195 Paspio |. 

Banca Toscana, Filiale di Piombino, Via Lombroso 9/13 — 57025 
Piombino. Tel: 33321. Telex: 590057. 

Banca Popolare di Novara, Filiale di Piombino, Via della Repubblica 
7 — 57025 Piombino. Tel: 31345. Telex: 590320 Novbca |. P.O.Box 165. 

Cassa di Risparmio di Livorno, Filiale di Piombino, Corso Italia 111 — 
57025 Piombino. Tel: 34290. 
STORING: See “Prelims”. 

1. By truck. 

2. Storing while discharging possible by barge or trucks. 

3. Trucks are allowed to proceed to some berths, not all berths. 

4. Forklift can be used. 

5. Customs Regulations as for all Italian ports. 

6. Usually not. 
SHORE LEAVE: Allowed. 
AUTHORITY: Ufficio Circondariale Marittimo, Piazzale Premuda 21, 
Piombino. Te/: (0565) 32506. Contact: Comandante del Porto. 


PORTO EMPEDOCLE: 37.17 N. 13.32 E. (See Plan) 


PORT LIMITS: The seaward boundaries of the port at which a vessel 
is considered to be an “arrived ship” and laytime to commence are 
regulated by contract. 
DOCUMENTS: 

3 Crew Lists. 

3 Passenger Lists. 

1 Maritime Health Declaration. 

1 Cargo Manifest. 

1 Crew Declaration. 

2 Arrival Reports. 

1 Stores List. 
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- 
Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Enge 


PILOTAGE: Pilotage is compulsory for ships with a gross t 
more than 500 tons. = 

International Code Signals and VHF Channel 16 are used to oy 
Pilot station telegraphic address ‘“Corporazione Pilot) — § 
Empedocie”, Tel: 66035 — The Pilot boat displays Interna 
Signals. The Pilot normally boards about 0.25 miles from the» 
entrance. 

ANCHORAGE: About 1 mile from the red light at the head of the Wes, 
mole between bearings 90° and 315° in depths of about 10 m, 
RESTRICTIONS: No restrictions. 

MAX. SIZE: North and East Pier (1st arm): Max. draft 21 ft. 

East Pier (2nd arm): Max. draft 25 ft. 

HEALTH: Pratique is given by the Port Medical Officer who 
vessels coming from foreign ports. No Radio Pratique at presen 
RADIO: No radio station, however it is possible to call “C. 
Porto” (Harbour Master) operating on frequency of 2182 kH2 
0800 hrs. to 2000 hrs. local time. 

VHF: Pilot station on Channel 16 (calling) and 12 (working) Contin 
Harbour Master on Channel 16 from 0800 hrs. to 2000 hrs. locas 
RADAR: No radar available. 

TUGS: One tug available. 

BERTHING: 2 quays with max. draft 21 ft. and 1 pier with max » 
25 ft. Berths are used for loading salt, fertilisers and general car, 
discharging bulk phosphate. 

Salt is loaded at a rate of 300 t.p.h (approx.) at North Pie 
800 t.p.h. (approx.) at East Pier second arm. 

CRANES: 1 crane for discharging phosphates. On request it is poss 
to obtain cranes from outside the port for hea oods. 
SPECIALISED CARGO-HANDLING FACILITIES: The berths ax, 
equipped for handling containers or Ro/Ro traffic. Only small quan 
of chemical liquid for local industries are handled. 

BRIDGES: No bridges. 

STEVEDORES: There are 2 ordering times each day. The fig 
0730 hrs. and the second at 1230 hrs. It is possible to order gx 
outside normal working hours through ship's Agent. 

MEDICAL: Alli facilities available. Nearest hospital is locate 
Agrigento, 5 km. away. 

TANKERS: No tanker facilities. 

DENSITY: Salt water. 

FRESH WATER: Only small quantities supplied by tank truck. 
FUEL: Small quantities supplied by tank truck. 

CONSULS: None. 

REPAIRS: Small repairs only undertaken. 

DRY DOCKS: None. 

SURVEYORS: Registro Italiano Navale (R. |. Na. Agent). 
GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: Normally carried out by crew, ca) 
done by stevedores on request. 

CUSTOMS ALLOWANCES: 40 grammes of tobacco per man. Now 
daily consumption wine/spirits allowed. 

CARGO GEAR: Shore gear normally used for discharging. Shipss 
used for loading phosphates. 

REPATRIATION: Can be arranged through Agents. 

AIRPORT: Palermo approx. 170 km., Catania approx. 200 km. & 
flights to main Italian airports. 

TIME: GMT plus 1 hour. Summer time (between 29th March to2 
September) clocks advanced 1 hour. 

HOLIDAYS: All Sundays, 1st January, 25th April, Easter Mon 
1st May, 15th August, 25th December (Christmas Day), 26th Decent 
All Saints Day (ist November), Victory Day (4th November), Pa 
Saints (25th or 26th February). 

POLICE/FIRE/AMBULANCE: Police: Tel: 66044-66124. 

Fire Brigade: Agrigento Tel: 26102-20222. 

Ambulance: Tel: by day 66600; by night 66858. 
TELEPHONES: No telephones available for placing on board. 
SERVICES: No tank-cleaning equipment, no facilities for discharge 
tank-washings, no compass adjusting etc. 

SHORE LEAVE: Allowed. Shore passes are issued by Immigrati’, 

AUTHORITY: Capitaneria di Porto — Porto Empedocle, Via Gioien’ 

92014 Porto Empedocle, Italy. Te/: (0923) 66640 — 66469. Telex: 91% 

Sib aags Cables: Compamare Porto Empedocle. Contact: Hat 
aster. 


PORTO TORRES (Sassari): 40.51 N. 08.24 E. 


DOCUMENTS: 

4 Crew Lists. 

1 Passenger List. 

1 Maritime Health Declaration. 

1 Arrival Report. 

1 Crew Declaration. a 
PILOTAGE: International Code Signals are used to call Pil 
station telegraphic address, Corpo Piloti Porto Torres, tel. P ¥ 
514936. The pilot boats carry international pilot signals. Th 
normally boards about 1 mile from port entrance. On request, 
can be boarded 3 miles off port entrance. Also see “VHF”. 
ANCHORAGE: About 1 mile from the green light on head of Wes” 
in depths of 25 m. yi 
RESTRICTIONS: The oil terminal is exposed to winds and swe 
N.W. to N.E. Heavy N.E. swell may delay berthing of larger 
Vessels should be ready to leave the berth if necessary due to 
weather conditions. 


: Inner Port: Length 120 m., draft 7m. Outer Port: Length 
ot graft 8 m. West Mole: Length 150 m., draft 8 — 10 m. 
“MC Terminal: Pier A, length no limit, draft 9 m. Pier B, length no 
aaa 12m. Pier C, length no limit, draft 15 m. Pier E, length no 
8m. 
an TH: Pratique is given by the Port Medical Officer who boards all 
a coming from foreign ports. No Radio Pratique at present. 
agque not required for vessels arriving from Common Market 
ato: Coastal radio station, Porto Torres Radio P.T., call sign “IZN”, 
on 2182 kHz. A continuous service. 
ag: Pilots work on Channel 12. Launch service from anchorage to Oil 
work on Channel 6. It is also possible to call Porto Torres Radio 
“yf Channel 16 (Calling and Safety), with continuous service on 
is 25, 26 and 27. 
captain of the Port on VHF Channels 16, 12, and 9 and 14 from 0800 
hs. 
= Join vessel about 0.5 mile from port or from ANIC Piers. Ship's 
ves normally used. 3 tugs available. 
ING: Tankers are only permitted to berth between sunrise and 
eset, but may unberth at any time. 
Dy-cargo vessels may enter at any time. 
‘ere are two ports, viz. New Port and Old Port. The New Port is 
of the ANIC Jetty, and the Old Port is that area bounded by 
~ fast and West Breakwater Moles, within which are the Inner and 
yer Harbours. The Inner Harbour is composed of the general cargo 
vaves which have in service electrical cranes up to 10 tons capacity. 
%: Outer Harbour has oil berths at the West Mole, and general cargo 
wis at the East Mole in depths of up to 8.23 m. 
EVEDORES: There are two ordering times each day. The first at 
g0hrs. and the second at 1330 hrs. It is possible to order gangs 
ysde normal working hours through ship's Agents. 
DICAL: All facilities available. Nearest hospital located at Sassari, 
ikm. away. 
AKERS: New Port, consisting of the ANIC Jetty with Berths A, B, C 
ed£ and depths of water varying to allow ship drafts of between 9 m. 
15m. 
There are two lines of 20in. and 10 in. diameter for deballasting 


shore. 

Port, the West Mole which forms the seaward limit of the (Outer) 

thas tanker berths in a depth of 7 m. 

ENSITY: Salt water. 

RESH WATER: Can be supplied in limited quantities to vessels in port 

ain the roads. All berths are fitted with fresh-water connections, but 

wply is unreliable due scarcity. Advance notice is required for 

wveries by barge or from tugs. 

EL: All grades available by pipeline at ANIC piers. Elsewhere, can 

supplied by barge, subject advance notice of 12 hours. 

(ONSULS: No local consular representation. French and Costa Rican 

tonsuls in Sassari. 

#EPAIRS: Only minor repairs can be effected locally. 

GANGWAY/DECK WATCHMEN: Authorised shore service available. 

(PENING/CLOSING HATCHES: Normally done by crew, can be done 

ystevedores on request. 

WSTOMS ALLOWANCES: 40 grammes tobacco per man. Normal 

ly consumption wine/spirits allowed. 

EPATRIATION: Can be arranged through Agents. 

ea: Nearest at Alghero-Fertilia, 34 km. away. Daily flights to main 
cities. 

TME: GMT plus 1 hour. Summer-time, clocks advanced 1 hour between 

Sh March and 26th September. 

‘0LIDAYS: New Year's Day (1st January); Epiphany (6th January); 

eration Day (25th April); Labour Day (1st May); Patron Saint (22nd 

‘y); Easter Day, Ascension Day, Corpus Domini (variable date); 

‘wlamation Day (2nd June); St. Peter and St. Paul (29th June); 

‘sumption B. V. Maria (15th August); All Saints’ Day (1st November); 

‘tory Day (4th November); Immaculate Conception (8th December); 

»rstmas Day (25th December); Boxing Day (26th December). 

NUCE/FIRE/AMBULANCE: Police tel. 514888; Fire, 

‘nbulance, 54973. Sassari Fire Brigade, tel. 270521; 

"bulance, tel. 242124. 

YORE LEAVE: Allowed. Shore passes are issued by Immigration. 

ENTIFICATION CARDS: Not required. 

NTHORITY: Capitaneria di Porto di Porto Torres, Porto Torres, Italy. 

* (079) 502258, 502159. Telex: 792091. Cables: Compamare Porto 

nes. Contact: Giorgio Maria Pompei, Port Captain. 


31421; 
Sassari 


PORTO VESME (Sardinia): 39.11 N. 08.23 E. 
(See Plan) 


CATION: Porto Vesme Harbour is located on the S.W. coast of 
Por Na (Lat. 39°11’ 5”N., Long. 08° 23’ 5”E.) in the District of 
rane, The harbour was built exclusively to serve the Porto Vesme 
> nal Complex. 

wie, Vesme is an artificial harbour sheltered by two breakwaters, the 
South the North giving protection against N.W. sea and the other to the 
x4, 9'ViNg protection against South and S.W. seas (See “Plan”). The 
rai ray 'S managed by the Sant’Antioco Maritime District Office which 

INS a local branch office at Porto Vesme for this purpose. 


Works in a H. 
Progress at the North breakwaters (See “Plan’’). 
"CUMENTS: See “Genoa” 


ITALY 


APPROACHES: The entrance channel to the harbour mouth is marked 
by 2 pairs of light beacons and 1 pair of light buoys and has been 
dredged to a depth of 14 m. (45 ft. 11 in.) along its entire length. The 
manoeuvring area within the harbour and the sea area alongside the 
Eurallumina Wharf have been dredged to a depth of 13 m. (42 ft. 8 in.). 
PILOTAGE: Pilotage is compulsory for vessels over 500 g.r.t.; mooring 
party services are compulsory for vessels over 400 g.r.t. 

The Pilotage Authority for the area is at Sant’Antioco and is equipped 

with a VHF radio station. A pilot motor boat, equipped with VHF radio 
and radar, is stationed at Porto Vesme and is utilised for ferrying Pilots 
to and from ships. As a rule, Pilot services should be requested by ship's 
Agents, through the local branch of the Maritime District Office. Urgent 
requests can be made, however, directly by telephone or by VHF to the 
S. Antioco Pilotage Authority. 
ANCHORAGE: Small and medium-size vessels generally anchor in the 
area off Ghinghetta Rock (Lat. 39° 11’ N., Long. 08° 22’ E.) just outside 
the harbour approach channel, where depths vary from 12 m. to 20 m. 
(Area “A’, see “Plan’’). Pilotage is compulsory in this area. 

Deep-draft vessels usually prefer to await the Pilot or to anchor 2.5 
miles North of Isola Piana (Lat. 39° 14’ N., Long 08° 19’ E.) (Area “B”). 
During settled weather periods, large-size vessels also tend to anchor 
off Ghinghetta Rock (Area “A’’); should S.W. or N.W. gales rise while 
large size ships are riding at anchor in this area waiting to berth, Masters 
usually weigh anchor and lie either in the Gulf of Palmas (Area “C”’) or 
on the Southern side of the Island of San Pietro (Area “‘D”). From these 
anchorages, ships can subsequently either pick up the Pilot and proceed 
directly to port or return to ride at anchor off Ghinghetta Rock or Isola Piana. 
MAX. SIZE: Max. Draft 12.0 m. Also see “Tankers”. 


RADIO/VHF: 
Station Mode Remarks 
Cagliari Radio Radiotelegraphy _Italian Post and 
Radiotelephony Telegraph, available 
VHF to the general public 
Sant'Antioco & Carloforte Radiotelephony For Safety at Sea 
Maritime District Offices 2182 kHz only 
VHF: Channels 16 
and 14 


Sant’Antioco Pilot Office VHF: Channel 12 

Pilot Boat, Porto Vesme VHF: Channel 12 

Harbour tug, Porto Vesme Radiotelephony 

2182 kHz 
VHF: Channel 6 

TUGS: A 2,100h.p. tug, equipped with VHF radio, is stationed 
permanently at Porto Vesme Harbour; if necessary additional tugs can 
be brought in from Cagliari Port, provided that sufficient warning is given 
to the ship's Agent. 
BERTHING: Mooring Operations: A mooring service equipped with a 
motor boat, is available at Porto Vesme Harbour to assist ships to berth 
and unberth; this service can be requested either (i) through local ship 
Agents or the Pilotage Authority, or (ii) directly. All ships at anchor in 
the roadstead can contact their Agents by radio or by radio-telephone 
through the Italian Post Office radio-telephone network. At the same 
time, the Sant'Antioco Pilotage Authority, the pilot boat and the tug 
stationed at Porto Vesme Harbour can also be contacted directly by 
VHF radio or by radio-telephone for any details concerning anchorage 
points, estimated time of berthing or departure, and any other information 
relevant to ship's manoeuvre or safety while in the roadstead or at berth. 
Eurallumina Wharf: The Eurallumina Wharf is provided with 2 berths. 
Northern Berth: \t is intended for unloading bauxite and caustic soda 
bulk cargoes. This berth can accommodate ships up to 92,000 d.w.t., 
drawing up to 12 m. (39 ft. 4 in.) 


Depth alongside berth 13.0 m. (42 ft. 8 in.) 


Length of berth 250 m. 
Bauxite unloader One “'Kocks” unloader with 
liftable jib 


Maximum free digging rate 
Travel range of unloader 


Up to 1,200 tonnes/p.h. 


along the wharf 19.5 m. 
Maximum travel range of grab 24.50 m. from edge of wharf 
fenders 


Maximum height of grab, in 
“open” position 
Operative height 
Minimum height of grab, 
in “open” position : 10m. below sea level 
Note: It is necessary that the maximum height of the hatches coamings 
above sea level is kept below 14 m. during unloading operations. 
Southern Berth: It is intended for loading of alumina bulk cargoes and 
for unloading of caustic soda bulk cargoes. This berth can accommodate 
ships up to 32,000 d.w.t. drawing up to 12 m. (39 ft. 4 in.). 
Depth alongside berth : 13m. (42 ft. 8 in.) 
Length of berth 200 m. 
Alumina loader One “Claudius Peters” loader 
with liftable, swivelling arm. 
: Up to 1,000 tonnes/p.h. 


17.70 m. above sea level 
15m. 


Maximum loading rate 
Travelling range of loader 
along the wharf 
Maximum height of the 
loading cone 
Minimum height of loading cone 
Maximum extension of the 
loading cone from the 
outer side of the fenders : 23m. 
Stowage factor of alumina in : 1cu.m./tonne (36 cu.ft./long 
bulk ton) 
Note: It is necessary that the maximum height of the hatch coamings 
above sea level is kept below 9.50 m. during loading operations. 
Both berths are equipped with a flexible pipe — 6 in. in diameter with 
ASA 150 flanges — for connection to the tanker manifolds to unload 
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: 143.5 m. 


: 9.50 m. above sea level 
: 10 m. below sea level 


caustic soda. All ships must be equipped in order to allow the connection 
of the above pipe. 

A dock booster station is equipped with: 

1 booster pump of 275 cu.m.p.h 
1 booster pump of 125 cu.m.p.h. 

Any of these pumps can be switched on as an aid to the ship's pumps. 
Departure: Ships are requested to leave their berths immediately after 
completion of unloading/loading operations. The Eurallumina Wharf 
Superintendent may allow extra time at berth, provided that the delay 
is compatible with the wharf schedule. 

Operating Hours: The wharf is operated on a continuous basis, day, 
night, 7 days a week (holidays included). 

Damage: Should damage be caused to the ship by Eurallumina loading/ 
unloading equipment, during unloading of bauxite and caustic soda or 
loading of alumina, the ship's crew is requested to deliver immediately 
a “damage report” to Eurallumina’s shift foreman on duty to debate the 
claim as necessary. 

TANKERS: Agent’s Report: November 1989. 


Berth Berth Max. LOA Max. Draft Depth Products/Remarks 
No. A ft. in. ft. in. 
Enel Jetty 4 656 27 06 2800 Fuel and Petcoke 
5 590 20 00 2006 Fresh Water and Gas Oil 
Eurallumina Wharf 
N. Berth 6 +39 04 42 08 Sparnhs and Caustic 
oda 
S. Berth vA +39 04 4208 Alumina and Caustic 
Soda 
t Max. draft on arrival. 
Samin Jetty 8 393 28 00 2900 Sulphuric Acid 


Enel Jetty: Fuel oil/gas oil/fresh water discharge. The jetty is equipped 
with 3 lines. Two lines of 10 in. and 8 in. are used for the fuel oil and 
fresh water, the third line of 6 in. is used for gas oil. 


Average discharging rates: Gas oil 400 t.p.h. 
Fuel oil 800 t.p.h. 
Fresh Water 400/600 t.p.h. 


Euroallumina Wharf: Caustic Soda Discharge — both Northern and 
Southern berths are equipped with a flexible hose for the connection 
with tankers’ manifolds. A pumping station ashore is equipped with 1 
booster pump of 275 cu.m.p.h. and another booster pump of 
125 cu.m.p.h. One of these pumps could be used to assist vessel's 
pumps. 

Average discharging rate 200 t.p.h. — 400 t.p.h. 

Samin Jetty: 

Length of berth: 40 m. 

Max. LOA: 120 m. (to be checked when fixing). 

The jetty is equipped with 2 flexible hoses of 4 in. diameter. All vessels 
must be duly equipped in order to allow connection of the above hoses. 

Average loading rate: 450 tonnes.p.h. — 500 tonnes per hour. 
IMPORTANT: Pilotage is compulsory for the transit of St. Peter's 
Channel. 

Berthing/unberthing operations are only allowed after sunrise and 
before sunset, as, according to Harbour Master's order, port is closed 
during the night. 

FRESH WATER: Available, but in short supply. Preferably vessels 
should arrive with sufficient water on board in order to avoid the heavy 
charges incurred in deliveries by tank lorries. 

FUEL: Not available. 

AIRPORT: Elmas, the airport of Cagliari, is only 1 hour by car from Porto 
Vesme Harbour and is connected to the major international airports on 
the mainland by several regular daily flights. 

TIME: Local time at Porto Vesme harbour is GMT plus 1 hour, i.e. Central 
European Time. Summertime (GMT plus 2 hours) starts and ends, 
according to relevant EEC schedules. 

WEATHER: Tides: Here, as elsewhere in the Mediterranean, the tidal 
range is very small; the highest tide is only 0.3 m. above the MLWS. 
Currents: Since tidal currents are non-existent along the coast, the 
currents are exclusively wind and/or wave induced. 

Wind: Prevailing wind directions are (in order of frequency): N.W. 
(“Maestrale”, 4th quadrant) S.S.E. and E. (“Scirocco” and “Levante”, 
2nd quadrant) and S.W. (“‘Libecco”, 3rd quadrant); maximum recorded 
wind speed: 55 knots from the N.W. direction (“Maelstrale”’). 

Visibility: Normally excellent; during the hot Summer months, visibility 
may occasionally be reduced by early morning mists. 
Weather-Temperature: The ambient temperature practically never drops 
to 0°C during the winter months and rarely exceeds 32°C during the 
Summer; permanent breezes in the San Pietro Channel mitigate the 
heat of the Summer. Relative humidity is normally 60-70%; peak values 
of 100% high and 20% low have been recorded, but are extremely 
infrequent. 

The yearly rainfall varies from a minimum of 350 mm. to a maximum 
of 500 mm.; rainy periods are more prevalent in Autumn and Winter and 
at the beginning of Spring. 

More detailed information can found either in Italian Sailing Directions 
or in those issued by other maritime countries. 

GENERAL: The town of Portoscuso, situated 1 km. to the North of 
harbour, has both telegraph and public telephone facilities linked to the 
national and international telegraph and telephone networks. Excellent 
roads connect Portoscuso to the nearby mining town of Iglesias and 
Carbonia; both Iglesias and Carbonia are within easy driving distance 
of Porto Vesme Harbour and have hospital facilities and local branches 
of central government departments. 

Safety Provisions: The Pilot assisting a ship for berthing at the 
Eurallumina wharf will give the ship's Master any local navigational 
information which may be required for bringing the vessel safely into 
port and for docking it securely alongside the wharf; the wharf is provided 
with numerous bollards and is protected with rugged fenders. 

The ship must be well secured to the wharf according to standard 
nautical practice and made fast with ropes of adequate strength and in 
good order. 

Since the local Maritime District Office is not in a position to issue 
regular gale/storm warnings, Masters are advised to rely on their ship's 
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radio for weather forecasts so that, in the event of a gale 
sufficient time will be available for them to take the necessary 
avoid damage to the ship, to the wharf, or to port installations 

Derricks, cranes, and any other hoisting equipment on board my 
stowed so as not to interfere with unloading or loading Oper, 
derricks shall not be lowered on the side facing the wharf. On reps 
the ship's hoisting equipment will be ee (fully manned) a 
disposal of Eurallumina. ' 

The ship's deck and holds must be adequately illuminated afte 
so that loading and unloading of ship's equipment (grab Ducket, pn, 
shovel, hose connections) can be operated correctly and ey 
personnel shovelling away and sweeping up bauxite in the hol a, 
deck may work safely and efficiently. ‘ 

All access to the wharf by truck or by any other means of 
for the loading and unloading of ship’s store or equipment is Subjgn, 
clearance beforehand by the Wharf Superintendent and will j 
permitted if the presence of vehicles on the wharf does not in any, 
interfere with cargo operations. 

Access to and from the ship and/or wharf will normally be 
to the ship's gangway. The gangway, which should be nn 
immediately after berthing, must be easily accessible at all times 
for public use, and adequately illuminated at night. If the ship's 
is not hinged at the root, it must be equipped with an auxiliary f 
of about 4 m. at the lower end to reach the wharf over the fendes 

It is remembered that spills, splashes or puddles of caustic sodam 
be found on the wharf during the unloading operations of the prog 
and be a danger to people. 

All persons entering the wharf area are requested to follow the my 
pedestrian throughways and to keep away from any equipment w 
may be operating at the time, or from caustic manifolds. If, for 
reason, it should prove necessary to board the ship by passing thrng 
the cordoned-off area, all possible precautions must be taken to 
accidents and/or damage and also to avoid treading on bau 
alumina or caustic spillages. 

The Eurallumina Wharf is equipped with a built-in fire extingus 
system which, if necessary, can also be used by ships lying at bet 

On the wharf, 2 safety anti-caustic showers and 2 eye-wasy 
devices are available; they are easily identified by green ever-igs 
lamps and red painting 


SHIPMASTER’S REPORT: 1975 (Updated 1984). 
Harbour: The harbour is protected by two moles between which ty 
is a wharf. A channel marked by buoys leads to the entrance. 
Documents: On arrival the following documents are required. 

Declaration of Health. 

2 Crew Lists. 

1 copy of last Port Clearance. 

1 copy Vaccination List. 

2 Stores Lists. 

2 Personal Effects Lists. 

1 Valid Derat Certificate. 

All other ship's documents. 
Radio Pratique: Unavailable. 
Pilotage: For ships arriving the Pilot boards at 39° 14’ N., 08°19! 
but in severe North-Easterly gales the Pilot will board in Palmas® 
position 39° 00’ N., 08° 30’ E. When leaving Port the Pilot leaves! 
ship abeam of Ghingetta Is., 3 cables off, position 39° 11 0%) 
08° 22’ 25” E. There is no pilot vessel, the Pilot boards from a tug 
Radio: Cagliari (IDC). No VHF service for pilotage. 
Tugs: Two permanent tugs of 1,750 h.p. are operating and others 
are available from Cagliari when necessary, and advising 4 days b# 
ship's ETA. 
Mooring Boat: Available. 


Depths of Water: In the Channel 14m 
Eurallumina Quay 13m 
Alsar Pier 8.5m 
Trade Quay 8.25m 


Berthing: Eurallumina Quay (unloading point of bauxite vessels). Let 
442 m. Height on surface of water 3.6 m. Large rubber sprung few 
150 ft. apart are fixed to the quay. Double bollards 150 ft. apart. 

Vessels using this quay usually berth starboard side to using the? 
anchor which is let go well off the berth. 

Bauxite Discharging Rate: 15,000 tonnes/day. Discharging by 9® 
Fresh Water: Available at the Trade Quay by tank cars. At Eurallu” 
Quay available at 15 cu.m./hr. (Boiler water only). No fresh #® 
available at Alsar Pier. 

Bunkers: Available by barge from Sarroch, about 70 miles from Porto Ve 
Repairs: Limited minor repairs only and giving notice by radio. ForF# 
and Radar available at Cagliari. 

Ship Chandler: Available advising Agent. 

Consuls: No foreign representation. 

Laundry: Available advising Agent. 

Provisions: Fresh foods available but notice must be given immed# 
on arrival. 

Airport: Cagliari about 90 km. from Porto Vesme. International so 
flights and domestic flights over the Italy Area. 

Medical: Qualified doctors available ashore and also equipped hos 
In emergency doctor will board ship. { 
Repatriation: Arrangements must be made with Agent in adva™ 
cable or immediately on arrival. 


SHIPMASTER’S REPORT: December 1984. 

Porto Vesme is the name of the port and industrial complex. Tne 
town is called Porto Scuso which may be better known to pos?! 
telephone authorities. 

Pilotage: Black pilot launch with VHF. Pilot carries portable VHF , 

In strong N.W. winds Pilot requests vessels remain stationary, ® 
station, for boarding. Pilot disembarks West of Ghingetta Island, 
340° using starboard side ladder. 


gs SO: Eurallumina Quay: Up to 12 m. draft permitted. (December 
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© one tug, nominal 1,400 h.p., is available at Porto Vesme. Other 
® able on order from Cagliari, etc. 

i Very active rolling on Eurallumina Quay, fenders effective but 
*. gi paint from hull. Local ships insert rubber tyres between ship and 
"faces of fenders. Long leads required on mooring lines to 

preaking while rolling. 

Vs project at least 2 m. from wharf face, very difficult to swing 
gna ashore causing delay. A brow may be more easily placed at 
ie Gangway or brow must have efficient rollers on ground. 


gpMASTER'S REPORT: September 1991. 

‘ts: B.A.Charts No. 1207 and 1202. 

aot Main boarding ground is in the Northern area, but only in winds 

Force 5 or 6, especially when winds from the North. 

Ot boards about 2 miles North of Isla Piana from fast (35 knot) black 
yes cutter. Pilot on VHF Channel 12. 

st also boards just North of Isla Di Sant'Antioco, but there is only 
«sm in passage Canale Di San Pietro. 

“twee pilots available. Our pilot seemed competent and spoke good 
sash, Pilot service available from sunrise to sunset. 

“dot departs off Secche De La Ghinghetta Lighthouse. 

yrorage: Located in position Lat. 39° 13.5’ N., Long. 08° 21’ E. in 
en, near Northern Pilot Station. The anchorage is very open to 
eterly winds which are prevalent in Winter. 

igchorage also possible in position Lat. 39°04.5'N., Long. 
#195’ E., off Isola Di Sant’Antioco in 40 m. 

ty vessels with draft less than 5.5 m., anchorage is inside islands of 
w Pietro and Sant’Antioco. 
‘enel: Dredged channel reported to be 13.0 m. but we only found 
‘)m., which pilot confirms. 

geakwater extension: From Molo Di Ponente (FI.R.3s 11m. 6 mile 
gi (LL 1100.8)) for 234° x 300m. (about 250 m. completed) then 
™ 100 m. Portable FI.R. light on present extremity. New breakwater 
yack construction. 
gv 1*1,000 h.p. available. Tug secured aft with ship's line. Additional 
ysavailable from Cagliari. 
th: For sulphuric acid loading, vesse! berths inside Molo Di Levante 
*th No.8 “Samin"’). Berth is of concrete construction and about 50 m. 
egh, with good fenders. 

lloorings were 2-2-2, each end, additional stern lines required in 
wherly winds. Mooring boat runs lines. 

fotherly winds make berthing difficult, but may be better when 
mekwater completed. 

iessel berths head-in starboard side too. 

vaximum draft allowed 8.5 m., due to 8.5 m. patch 100 m. N.E. which 
jones to avoid. Depth at berth is approximately 9.5 m. The berth has 
mod fenders. 
*x90: Only sulphuric acid loaded at Berth No.8. Loading is through 
h4in. hoses at 700 t.p.h. total. Ship's reducers are used. 

loading Master is located in hut on quay. He speaks very little English. 
86S. Surveyor available at start and completion of loading. 
‘eral: Fresh water available by tank truck (cost U.S.$11.0 per tonne). 
Agent on VHF Channel 9 during working hours. 

Cusioms require precise documentation. 

\earest airport is at Cagliari which is 40 miles to the East. 

Sip chandlers available (not used). 

‘arbour is to be dredged to 14.0 m. when the new breakwater is 
impleted. A new berth is to be constructed for Power Station in position 
42.39 11.6’ N., Long. 08° 24’ E. 
‘ety conspicuous chimney at Power Station (39° 11.7'N., 
#.9E.). The chimney is 200 m. high and has red and white bands. 
‘e industrial port handles Bauxite and Concentrate, and oil for the 
*) large power station. 
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“IHORITY: Officio Locale Marittimo, Molo Centrale, Porto Vesme 
*woscuso-Cagliari), Sardinia, Italy. Tel: 0781-509114. Cables: 
“amare Portoscuso. Contact: Captain U. Maccioni, Harbour Master. 


WLIANO TERMINAL: 44.17 N. 08.28 E. (See Plan) 


“CATION: The SARPOM Marine Terminal at Quiliano is located on 
“Western shore of Golfo di Genova in Rada di Vado about 3 miles 
moo of the town of Savona. 
: UMENTS: Required by Savona Port Authorities: 
copies Stores List. 
*opies Crew Manifest (See “Customs Allowances”). 
copies Crew List. 
‘pies Passenger List. 
copy Cargo Manifest. 
_ International Health Form to be filled out by Master 
rival. 
'S of Lading (original and copy). 
Cate of Origin (original and copy). 
~98 Report at the loading port. 
Oa ot Bill of Lading for the Agent. 
"OT ance — not required. 
be AGE: Pilotage is compulsory. VHF contact on Channel 13 should 
sy 2Ulished with the Pilot Station at Savona when within range. The 
‘ou @rding position is 44° 17’ N., 8° 30.5’ E., approximately 2 miles 
+! f Savona Harbour. 
et? pilots are normally provided. One is in charge of piloting and the 
'with less seniority, is on deck advising the officers and crew 
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performing the mooring operation. The pilots bring with them their own 
VHF sets with which to communicate with tugs, mooring boats, and 
shore. 

Pilot Ladder: Vessels are requested to have a proper pilot ladder 
securely rigged and long enough to reach the Pilot launch. During 
periods of darkness, adequate lighting must be rigged overboard for the 
pilot to approach the side of the vessel and climb the ladder safely. 

If the vessel's freeboard exceeds 9.2 m. (30 ft.), the pilot ladder must 
be rigged in conjunction with the accommodation ladder. 
Accommodation Ladder: When the vessel is berthed, the 
accommodation ladder is requested on the starboard side by the Port 
Authorities. 

SARPOM Marine Terminal Supervisor: The vessel is boarded before 
the commencement of mooring operations by a SARPOM Marine 
Terminal Supervisor (SMTS) who is an experienced Master. He remains 
on board up to the end of the unmooring operations and acts as the 
coordinator of all ship/shore operations, providing local advice to the 
Master in any emergency that may arise. While at the berth, ship/shore 
communications are by portable VHF radio units used by the Marine 
Terminal Supervisor only. 

ANCHORAGE: For vessels awaiting berth, the anchorage areas are 
defined by 2 circles (radius 800 m.) centered in positions: 

(1) Lat. 44° 16’ 36” N., Long. 08° 29’ 24” E. 

(2) Lat. 44° 17’ 12” N., Long. 08° 30’ 16” E. 

MAX. SIZE: Max. Draft 70 ft. 
HEALTH: In addition to 36 hours notice of ETA prior to arrival, following 
messages are to be sent to: 

(a) “Sanimare Savona” requesting Free Pratique. 

(b) “Compamare Savona” (Harbour Master's Office) giving the 
following information: 

Ship's Name. 

Flag. 

Call Sign. 

Length. 

Drafts. 

Cargo grade and quantity. 

ETA anchorage or pilot station. 
RADIO/VHF: 
Master to Radio ““SARPOM Quiliano”’ 


AAA Bill of Lading quantity in long tons. 

BBB Slops, quantity water percentage, tank number. 
CCC ETA Quiliano upon departure last port. 

DDD Any ETA change exceeding 12 hours. 

EEE ETA Quiliano 72 — 24 hours prior arrival. 

FFF Draft of arrival at berth. 


Ship-to-Shore Communications: Ship-to-shore communications, while 
the ship is berthed will be by portable VHF radio units used by SARPOM 
Marine Terminal Supervisor only. The use of the ship’s radio station 
(except VHF set) and/or battery charging equipment is prohibited for 
safety reasons during cargo-ballast transfer operations. In event of 
normal ship-to-shore communications failure, an emergency system will 
be operated. 

Free Pratique. See “Health”. 

Radio Messages: Local Agent will transmit the following standard 
messages to all inbound vessels: 

Standard Message No.1 


Master 
Please advise ETA draft other requirements stop please urgently inform 
Agent and SARPOM Quiliano: 
AAA Have 2x16 in. ASA connections ready on starboard manifold 
stop All other flanges to be blanked and fully bolted stop If 
16 in. not available advise size manifold. 
Have boom hoisted on starboard side able to work abreast of 
main cargo manifold stop Boom must have a certified lifting 
capacity of not less than 10 tons. 
Vessel will be moored at a seven buoy sea berth using bow 
anchors stop Anchors must have at least 9 shackles of chain 
each side. 
Vessel must have at least 4 wires of 150 fathoms length 
mounted on mooring winches comma two on poop deck and 
two on main deck aft stop Winches must be fitted with warping 
drum in order to heave up and make fast to bitts terminal 
preventer wires of each buoy stop Synthetic tails are not 
accepted stop Have ready two synthetic lines on forecastle 
and three on poop deck for tugs. 
Accommodation ladder to be ready on starboard side on 
arrival at berth for Port Authorities. 
During entire stay at berth engine to be always on readiness 
and steam on deck kept open. 
Cargo ullages temperatures and water dip must be taken on 
arrival by ship personnel jointly with terminal personnel stop 
Have tanks depressurised in order to carry out above 
measurements stop Besides depressuring of individual tanks 
during or at the end of discharge is required to provide access 
for tanks inspection. 
Advise maximum discharging capacity available and 
estimated total discharge time considering terminal maximum 
receiving rate of 11,000 t.p.h. stop Cargo and slop quantities 
with water percentage and total volume cargo grade and slop 
commingled stop Ballasting time. 
HT) VHF contact on Channel 13 must be established with pilot 
station as soon as possible stop. 

LLL Vessel must be capable of simultaneous ballasting and cargo 
discharge, in order to maintain at any time minimum 30% of 
S.d.w.t. 

Failing to answer above details may result in operational delays 
accountable to vessel. 


BBB 


ccc 


DDD 


EEE 
FFF 
GGG 


HHH 


Vessels from 90,000 d.w.t. to 150,000 d.w.t. 


Item CCC — Substitute 11 shackles. 
Vessels over 150,000 d.w.t. 
Item CCC — Substitute 13 shackles. 
Item DDD — Substitute 6 wires (4 poop deck and 2 main 
deck). 
— Substitute 3 synthetic lines on poop for tugs. 
Standard Message No. 2 
Pollution 
MasteT Yc! Wisc. Sie stile ee se St 


Your attention is drawn to the serious view taken by Terminal and Port 
Authorities for pollution of harbour waters by oil stop Please ensure all 
Crew members conversant and comply with pollution regulations stop 
Principle causes pollution due leaking sea valves comma overboard 
discharge valves and cargo/bunkering overflows stop Therefore we 
recommend you check sea valves and overboard discharges before 
arrival and review cargo/bunkering operations with Chief Officer/Chief 
Engineer stop Scuppers must be plugged on main and poop decks stop 
On arrival Marine Terminal Supervisor will give all assistance necessary 
but empowered take drastic action in event contravention pollution 
prevention requirements stop. 


This cable is sent only to time chartered and voyage chartered vessels 
calling for the first time at Quiliano Terminal and to all vessels that during 
a previous call experienced oil spillage or disregarded the oil pollution 
prevention requirements. 

Standard Message No. 3 

Crude washing 

AAA Inert Gas System fully operational and tested. 


BBB Please inform on what tanks COW will be carried out comma 
if these tanks are normally used for ballast comma if top 
washing only will be carried out and also bottom washing. 

ccc Each tank to be kept below 5 percent oxygen before and 
during operations. 

DDD IGS Gas output to be continuously monitored and maintained 
below 5 percent oxygen. 

BEE Indication of IGS output to be in control room to give instant 
abort if necessary. 

FFF Pressure in cargo tanks must be available to control room 
personnel. 

GGG All oo arag to be permanent steel pipework and pressure 
tested. 

HHH All tank openings to be sealed comma remote tank gauging 
system therefore essential. 

il Responsible designated person to be in charge of operations. 

JJJ Tanks to be crude washed must have previously been washed 


less than 6 months before stop please answer all points and 
add any additional ship requirements or comments. 
Agentinrta:orintxcancaren wutales. 

Standard Message No. 4 
We would like to carry out crude oil sampling tests during discharge 
operation at Sarpom Terminal. These tests consist of the installation of 
automatic sampling equipment to your manifold flanges. The equipment 
will be operated by SGS Redwood inspectors. However, to ensure 
smooth operation we request the following assistance: 


AAA Draining accumulated water from your deck air lines, by 
draining the compressed air reservoir of water and blowing 
out remaining water at the air connections on deck. 

BBB Continuous minimum air pressure throughout discharge 
operation of 7 bar. 

ccc Accommodation on board for one terminal representative, one 


Redwood engineer and 6 workers assisting connection/ 
disconnection of hoses. 

Your assistance will be most appreciated. 
Standard Message No. 5 

Please be informed that during last few months, some vessels calling 
at this Terminal arrived with starboard boom in poor operating condition. 
In order to avoid delay and prevent risk of accident, you are kindly 
requested, before arrival, to ensure that the starboard boom and all 
connecting gear, such as lifting top runner and guys, including boom's 
winch, are tested and in good efficient working order. 
Regards, 
SARPOM Quiliano. 
TUGS: Tugs are generally stationed in Savona Harbour. In view of 
required time to reach the Terminal Area (about 20 minutes time in good 
weather conditions) sufficient notice should be given. 
The principal characteristics of tugs are: 
Luigi Noli: Motor, 3,000 h.p. — 50 tons bollard pull (Kort nozzle). Fire 
equipment: Equipped with ‘“Sourbel” fire-fighting articulated arms. 
1 monitor fore mast, 23 m. above sea level; 2 monitors main mast, 
16 m. above sea level, water/foam range 120/90 m. 
Carmelo Noli: Motor, 1,700 h.p. — 20 tons bollard pull. 1 monitor fore 
mast — 12 m. above sea level. 2 monitors main mast — 9 m. above sea 
level. Water/foam range 90/70 m. 
Giuseppe Piaggio: Motor, 1,600 h.p. — 17 tons bollard pull. 2 monitors 
main mast — 9 m. above sea level. Water/foam range 90/70 m. 
Capo Vado: Motor, 1,250 h.p. — 15 tons bollard pull. 2 monitors main 
mast — 9 m. above sea level. Water/foam. 
Priamar: Motor, 2,500 h.p. — no monitors — fire hose only. 
Riviera: Same characteristics as “Priamar”. 
Piemonte: Motor 2,500 h.p. — 36.5 tons bollard pull (Kort nozzle) — 
Variable pitch propeller — Bow thrust. Fire equipment: “Sourbel’” fire- 
fighting articulated arms — 1 monitor on foremast 16 m. above sea level 
— 1 monitor on main mast 12 m. above sea level — Water/foam range 
120/90 m. 
Lombardia: Same characteristics as Piemonte. 
BERTHING FACILITIES: The berth is a conventional buoy mooring 
consisting of 7 Lamgar buoys, each designed for a 125 ton mooring 
load. Each buoy is equipped with a 40 mm. diameter preventer wire. 
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Vessels are berthed with 2 anchors ahead, in addition to buoy 
wires and the vessel's mooring wires at the stern. Py 

The berth is laid out to allow safe maximum draft of 21 m m 
The sea bed at the berth is firm sand overlaid by 1.0 m. — 25 : 
mud. Moored vessels have their bow seaward, heading 155° tng, 
Ships will discharge through 2 strings of hoses, i.e. 


String No. 1: 7 lengths 35 ft. x 20 in. diameter. 
3 lengths 25 ft. x 16 in. diameter. 
String No. 2: 8 lengths 35 ft. x 20 in. diameter. 


3 lengths 25 ft. x 16 in. diameter. 

The submarine pipeline system, connected by manifold to the 
strings, consists of 1 x 32 in. diameter and 1 x 36 in. diamete, 
about 3,470 m. length reaching the shore installation (SARE 
Terminal) which has, at present, the capacity of 360,000 cu.m, as 
MOORING REQUIREMENTS: The vessel is required to have 
following equipment: 
Synthetic Lines: Synthetic mooring lines are not acceptable for any 
of vessel. r 
Mooring Wires: All vessels must have winch-mounted mooring » 
with minimum diameter of 36 mm. and minimum length of 150 fathe, 
as follows: 

Vessels between 50 — 150 k.d.w.t.— 2 wires on poop deck 

— 2 wires on main deck af 

Vessels greater than 150 k.d.w.t. — 4 wires on poop deck 

— 2 wires on main deck at 
Mooring Bitts: All vessels must have the following mooring bit: 
connection of Terminal supplied preventer wires): 

Vessels between 50 — 150 k.d.w.t.— 4 bitts on poop deck 

— 2 bitts on main deck af 

Vessels greater than 150 k.d.w.t. — 5 bitts on poop deck 

— 2 bitts on main deck at 
Ship’s Derrick: All vessels must have a 10 ton SWL ship's dem 
lifting hoses from sea bed. 
Bow Anchors: Ail vessels must have 2 bow anchors with followings 
of anchor chain: 

Vessels between 50 — 90 k.d.w.t. — 9 shackles 

Vessels between 90 — 150 k.d.w.t.— 11 shackles 

Vessels greater than 150 k.d.w.t. — 13 shackles 
Simultaneous Ballast Capability: All vessels must be capate 
simultaneous pane and cargo discharge in order to minimis) 
exposed wind area of the vessel while moored and maintain at any? 
minimum 30% of Summer deadweight. 

Vessel Rejection: If in the opinion of the Harbour Pilot or of the SARF 
Marine Terminal Supervisor, the vessel is not equipped with aden 
mooring facilities, lines or gear, he will so inform the ship's Masts; 
in such event the ship shall not be brought into the mooring until fact 
lines or gear, are deemed satisfactorily. 

MOORING/HOSE CONNECTION: 

Mooring Approach: Vessel will be boarded by the Harbour Pilots: 
SARPOM Supervisor off Savona Harbour Breakwater or at anchor 
All manoeuvring of ships proceeding to the Terminal and with» 
Terminal area will be done in accordance with the Harbour Pilot's av 
Vessels will proceed subsequently to Vado Bay on a course part 
the coast, about 1.2 miles from the shore, up to the Terminal are: 
Status of Vessel Equipment: The Master of the vessel shall not! 
Pilot and S.M.T.S. of any special conditions, difficulties or pecule® 
such as defective equipment, lines or gear, which might impose s# 
hazards in connection with handling, mooring or discharging the ve 

It is required that vessels test steering gear, engine room telegs 

whistle and all navigational equipment before any manoeuvre toa? 
the berth. The pilot will decline to moor vessels if they are not equy 
with satisfactory mooring equipment, lines, gear, etc. 
Final Positioning: A starboard turn will be taken, steering 0 
“approaching range line ”, leading to the mooring buoys. Another® 
line, crossing with the above line, marks the position where the state 
anchor should be dropped. With the assistance of 3 to 4 tugs the# 
continues her starboard turn, drops her port anchor and backs it 
berth. A spar buoy is provided to mark the position of the s® 
manifold. The S.M.T.S. will give measurements to spar buoy fo! 
positioning. Tugs are stationed close within the Savona Harbou! 
are also used for unberthing and for emergencies. 

Depending on the current direction, the Pilot may do the anti-cloo 
manoeuvre instead of above clockwise manoeuvre, in this case tf! 
anchor to be dropped will be the port anchor. 

Running of Lines: The arrangement of mooring lines and preve@ 
and the sequence of mooring operations that will take place 
agreed between Master, Harbour Pilot and Terminal Supervisor. ¥# 
must be moored to the entire satisfaction of the Pilot and SAM 
Marine Terminal Supervisor. 

Status of Mooring: The safety of the moored vessel is the Na 
responsibility under all circumstances. However in order to ensu®? 
cargo handling and avoid damage to the Terminal installato 
Terminal Supervisor will check the vessel's mooring periodical)! 
when found unsatisfactory, he will request the Master to correct o# 
the moorings. In extreme cases the Terminal Supervisor may 0 
suspend the cargo discharge. 

Cargo Hose  Connection/Disconnection: Raising, conned 
disconnecting and lowering of the hoses will be performed bys 
personnel (normally 6 men), who will remain on board 
discharging operations. 

The vessel's crew is required to assist shore personnel by rat 
the boom winch and carefully inspecting their hose boom 
before arrival. 

DISCHARGING: ; 
Notice of Readiness: Notice of Readiness will be accepted | 
beginning of the final positioning (1st anchor dropped) when be 
proceeds directly from sea to berth (provided that the vessel § 

respects ready to commence discharging). s 

It is also accepted at the time the vessel anchors, in case 
is occupied by another vessel, or in case there is a shortage os 
capacity in the shore tanks. 


tymaround: The vessel turnaround should be as short as 
yee Delays caused by vessel equipment malfunction or vessel 
te s not associated with cargo discharge may result in charges 
red against the vessel's owner by the chartering party. The time 
0 al be accurately filled out by the Terminal Supervisor and signed 
<* vessels Master. This time sheet will form the basis for any 
» rage or delay claims. _ 
- ymentation and Inspection Before Discharging: An independent 
son, appointed by the owner of the cargo and witnessed by the 
nai Supervisor in Conjunction with ship's personnel shall: 
me | a THe and record ullage, temperature and measurements of all 
-argo tanks. 
ba ‘ <a composite sample of each grade of cargo; the receipt for 
. les shall be signed by a responsible ship's officer and the 
Terminal Supervisor. 
Check arrival ship ullages as above, against ullages reported in 
ship's documents at loading port or last port of call, in order to 
ascertain if any unexplained movements of cargo have taken place. 
« Optain vessel experience factor from ship's log, or if not available 
“ request ship's personnel to determine an experience factor based 
on the last 5/6 loadings. 
» Obtain the following from the vessel: 
i. Copy of Ullage Report at loading port. 
ii. Copy of Letter of Protest at loading port in case of excessive 
difference between ship’s/Bill of Lading figures. 
fy iii. Samples from loading port. The receipt for these samples 
shall be signed by a responsible ship's officer and the 
Terminal Supervisor. 


seharge Procedure: The procedure for the intended operation must 
«pre-planned. They must be discussed and agreed upon by the ship 
egTerminal Supervisor prior to the start of the operations. The agreed 

{| sangements shall be recorded on the Cargo Discharge Plan. The form 
sa be signed by a responsible ship's officer and the S.M.T.S. Any 

| sage in the apreed procedure that could affect the operation must be 
seussed by both parties and agreed upon. After agreement has been 
shed by both parties substantial changes must be laid down in writing 
ssoon as possible and in sufficient time before the change in procedure 
wes place. 

i jwharge Regulations: 

» | Al bunker tanks will be ullaged by the independent inspector and 

checked for explosivity by the Terminal Supervisor before 
discharging. Contaminated tanks must be isolated to the satisfaction 
ofthe Terminal Supervisor before discharge can commence. If all 
tanks are contaminated, the vessel will be rejected. 

1$M.T.S. will check to ensure that all sea suctions and overboard 
discharge valves (cargo/ballast) are closed and sealed. These 
valves must be kept closed and sealed throughout discharging 
operations and opened only in case of emergency or by 
authorisation of S.M.T.S. 

4 see drip trays and sawdust bags must be provided at the ship’s 
manifold. 

‘A responsible officer must always be available on deck in close 
contact with the S.M.T.S. for any occurrence. The S.M.T.S. will 
advise him in due time when the switching of shore tanks, changes 
in discharging rates, etc., are required by the shore installation 
operations and for any emergency. 

i When the first hose is connected, discharging can be started as 

_ instructed by the SARPOM Marine Terminal Supervisor. 

i Maximum pressure allowed at Ship's Rail: 150 p.s.i. (10.6 kg./sq.cm.) 

_ Maximum discharge rate allowed: 13,000 cu.m./p.h. (81,600 bbis./p.h.) 
Discharging must be carried out at the maximum rate achievable 
with the ship's equipment within the limits shown above. 

40n completion of discharge, open suitable filling lines to drain the 
hoses into ship’s tanks. 

} Pumping air or gas into the cargo hoses is prohibited. 

) Because of the importance of ensuring that all cargo discharge 
fegulations and procedures are fully understood, the letter 
concerning discharging information must be signed as received by 
aresponsible ship's officer. 


“mentation and Inspection After Discharging: Terminal Supervisor 
‘nsultation with ship's representative will witness and record the 
“Surements of all ship's tanks (dip or ullage, temperature as 
cable), including tanks containing cargo of another terminal, and 
ine the eventual oil remaining in ship's lines. 

fore Sailing, a Statement of Fact concerning the comparison 

Ween the vessel's gross volume discharged and gross terminal 

“tun received will be provided to the vessel. 


*#lasting: Vessels calling at SARPOM Terminal are required to be 
hey: of ballasting simultaneously while discharging, after the 
“MTS. is satisfied that no sea pollution or cargo contamination might 
= See “Radio” — “Standard Message No. 1 — Item LLL”. 
tn air weather, the propeller should be submerged and the vessel 
med 10 ft. by the stern. Ballast operations can continue at reduced 
26d during unmooring. 
le the vessel is ballasting, the S.M.T.S. in agreement with the 
* will start singling up by letting go all preventer wires and any 
, additional mooring lines not strictly required for a safe mooring, 
“9 into consideration the environmental conditions. 


re of Shore Tanks/Emergency Stop: The S.M.T.S. will advise 
sho go Officer or a responsible Officer in due time when the switching 
wore '@ tanks, changes in discharging rates, etc., are required by the 
in "stallation operations and for any other emergency that may 
po Oil Washing: Crude washing during discharging is allowed if 
ee = Request from ship must be sent at least 10 days before 
Teminal ewssion will be granted by Harbour Master and SARPOM 
Se ard Providing that all operations are in line with items listed in 
Message No. 3 (See “Radio/VHF”). 
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POLLUTION: The Italian Government enforces strict measures to 
prevent sea pollution. It is the ship's Master's responsibility to ensure 
that no oil (crude, bunker, diesel, bilge, etc.) is pumped or spilled 
overboard from the vessel. 

Because of the importance that the Quiliano Terminal places on the 
avoidance of pollution, the Master will be required to sign acknowledging 
receipt of the letter concerning sea pollution. 

Lighting: The sea area around the ship shall be adequately lighted as 
frequent inspection will be made during discharging and ballasting, in 
order to avoid any pollution whatever. 

Cargo Hose Connections: Cargo hose connections must be frequently 
inspected during discharging, drip-trays should be placed at all times 
under the manifolds, all unused cargo connections must be blanked and 
fully bolted, all scruppers must be securely plugged, and sea valves 
must be closed and sealed before starting discharge. When ballasting, 
pumps must be started before opening sea valves. 

Discharging Material Overboard: It is strictly prohibited to throw any 
material, papers, waste or goods either solid or fluid overboard. The 
Master of the vessel in conjunction with the ship’s agency, should make 
arrangements for disposal over land of such material, if required. 
Excessive Smoke: Excessive smoke from the vessel's funnel and 
sootblowing are strictly prohibited. 

Actions in Event of Pollution: In the event of pollution, immediate 
notification must be given to the Terminal Supervisor who will notify the 
local authorities and initiate the Terminal Oil Spill Response Plan. 

The Terminal maintains a motor boat equipped with oil dispersant and 
in the event a vessel causes pollution the Terminal will start the oil spill 
clean up, pending the arrival of the port authority's anti-pollution brigade. 

All expenses and damage costs incurred in connection with pollution 
due to the vessel, will be charged to the ship. 

In the event of continued infringements of pollution prevention rules, 
the ship will be rejected until appropriate action is taken in order to avoid 
any further risk of pollution. 

MEDICAL: Doctors and hospital facilities are available at Savona. 
FUEL: Bunkers are supplied by barge which moors portside alongside 
the vessel. Bunker requirement must be radioed to local Agent at least 
48 hours in advance. For vessels expecting to arrive on Saturday or 
Sunday, the requirement must be forwarded not later than Thursday 
afternoon. 

CUSTOMS ALLOWANCES: Present regulations allow each seaman to 
retain in his possession a maximum of 40 cigarettes or the equivalent 
of tobacco or cigars, and 1 open bottle of spirits. The balance of all 
smoking items and spirits must be collected, listed and locked, and 
included in the Stores List. 

CONSULS: Consulates for most nations maintain offices in Genoa 
(about 50 km. from Savona). 

REPAIRS: Repair shops for minor repairs are available. For electronic 
equipment repairs, notice should be sent to the local Agent in due time. 
SERVICES: All kinds of stores and provisions are available locally. 

Laundry service is available on a round-the-clock basis. 

GARBAGE DISPOSAL: Service available. Skips provided alongside. 
Tel: (019) 821077. Italian Lire 50,000 per cu.m. Service performed from 
0700 hrs. — 0900 hrs. every day. 

WASTE OIL DISPOSAL: No facilities. 

SEAMAN’S CLUBS: Stella Maris, Corso Mazzini 1, Savona. Tel: 
(019) 821137. Lounge, garden, T.V., games, information, telephone. 
Hours: 1900 hrs. — 2300 hrs. (Closed Tuesdays). 

CURRENCY: Italian Lire. No currency restrictions. 

WEATHER: The bay, although sheltered from the strongest winds 
blowing from the fourth quadrant by high mountains coming down close 
to the coast, is subject to strong wind gusts from this quadrant, and the 
relative wind direction varies considerably in different parts of the bay 
at one time due to irregularities of the coastal heights. 

The bay is open to Southerly winds and seas, and it is from this 
direction that seas and swells caused by strong wind between S.E. and 
South may interrupt marine operations. Delays in this area are mainly 
due to the impossibility of mooring a vessel under certain weather 
conditions than to withstand elements once she is moored. The berth 
current is part of the general offshore current stream and is not wind 
blown or tidal; its predominant direction is toward the S.W. and the 
maximum speed is 0.8 — 1 knots; generally currents do not exceed 
0.5 — 0.6 knots. The faster currents are likely to occur more frequently 
during the Winter period; occasionally they reverse and set N.W. with 
a reduced velocity. 

Tide is negligible and fog is rare. 

In general, weather in the bay is seasonal. From May to October it is 
very good. The worst period is from October to December when winds 
and seas from South cause the maximum number of port closures. 

From December to May the strongest winds are experienced from 
third and fourth quadrants but sea is usually smooth. 

Weather Reports: 12 and 24 hour weather forecast data is available on 
request on a round-the-clock basis at the Terminal Office. 

Broadcast weather reports for Mar Ligure, North Tirreno and Corsica 
are prepared by Navy Department of La Spezia and Air Force Weather 
Bureau. For Mar Ligure, they refer to Capo Mele (West of Vado Bay). 

Information concerning the weather is given on VHF through Genoa 
Radio Station, Channel 16 and 25, at 0135, 0735, 1335, 1935 GMT. 
Special gale reports are provided on VHF Channels 16 and 25 and on 
wireless on 500 kHz at 15 minutes and 45 minutes after every hour. 

Radiotelephone information can also be received on 2182 kHz (Genoa 
Radio Station). Weather reports are also transmitted on 1722 kHz. 
SHORE LEAVE: Launches are sailing from ENEL Pier (located about 
1 mile North of berth) and make regular runs to tankers berthed at 
SARPOM's Berth. 

During bad weather the service is performed from Porto Capo Vado. 

Sufficient personnel must be aboard at all times for letting go lines so 
that the vessel can clear the berth whenever required. It is suggested 
that half the crew, evenly spread between deck and engine, be kept on 
board. Regular watch for launch services is constantly maintained on 
Channel 13. 
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REPORT: November 1985. 

Mooring: A 150 h.p. mooring boat with 5 men is usual for the mooring 
operation. When the ship's stern is nearly positioned, the first lines are 
sent out, normally to Mooring Buoys No. 6 and 7 on the port side. The 
remainder of the lines are sent to the buoys and made fast according 
to the Pilot's advice. 

Synthetic lines are not allowed for mooring at Quiliano Sea Berth. 
Minimum diameter required for mooring wires is 36 mm. and the length 
of the wire should be at least 150 fathoms (274 m.). 

To accommodate the shore preventers, all vessels should have 
mooring bitts located as follows: 

Vessel between 50,000 — 150,000 d.w.t.: 4 bitts on poop deck and 
2 bitts on main deck aft. 

Vessels over 150,000 d.w.t.: 5 bitts on poop deck and 2 bitts on main 
deck aft. 

Berthing: Ships are berthed assisted by tugs. Normally, 4 tugs are used 
for vessels up to 150,000 d.w.t. and 5 tugs for vessels over 150,000 
d.w.t., 2 on the hook forward and 3 aft using ship's lines. 

The Berth is approached on a range line and when in position, the 
starboard anchor is dropped and slacked out while the vessel proceeds 
to the port anchor drop position. The port anchor is then dropped and 
while the vessel continues its starboard swing, it is towed stern first into 
berth and positioned. A good spread of the anchors and sufficient chain 
on the bottom are essential for adequate holding power. 


AGENCY: SARPOM does not perform any vessel agency functions. 
Owners of vessels calling at SARPOM Terminal must arrange their own 
ship's Agent. 
AUTHORITY: Capitaneria di Porto, Lungomare  Matteotti, 
17100 Savona, Italy. Tel: (019) 856666. Telex: 275544. Cables: 
Compamare Savona. FAX: (019) 856498. Contact: Captain Giovanni 
Marinucci, Harbour Master. 
OPERATOR: Esso Italiana S.p.a, Viale Castello della Magliana 25, 
00148 Roma, Italy. Tel: 59952913. Telex: 620830 Esso !. Contact: 
Maritime Service Dept. 

SARPOM, Quiliano Marine Terminal, Via S. Torcello 1, 17040 Quiliano 
(SV), Italy. Tel: 019-887133. Telex: 200070. FAX: 019-870031. 
Cables: SARPOM Quiliano. 


RAVENNA: 44.25 N. 12.12 E. 


(A) RAVENNA 
(B) MARINE TERMINAL 


(A) RAVENNA 


PORT LIMITS: A vessel is considered “arrived” at the Roads within a 
radius of 5 miles from Agip Terminal No. 3. 
LOCATION: The Port of Ravenna is located on the Adriatic coast of 
Italy about 50 miles South of Venice. The Ravenna-Porto Corsini Port 
Complex is extensive. 

1. The Agip Steel Platform (Terminal 1) — not in use. 

2. ENEL Steel Platform. 

3. The Agip Oceanic Buoy 5 (Terminal 3). 

4. The Agip Rotating Platform (Terminal 4). 

5. 9km. of berths in the Inner Harbour with 27 private Terminals. 

Also see Part (B) — ‘Marine Terminal”. 
DOCUMENTS: 
For Maritime Authority: 

Ship Safety Certificates. 

3 Crew Lists. 

3 Passenger Lists. 
For Customs: 

1 Crew List. 

1 Passenger List. 

Cargo Manifest. 

Bills of Lading. 

1 Provisions List. 

1 Customs Declaration of each Crew member. 
For Maritime Health: 

1 Crew List. 

1 Passenger List. 

Derat Certificate or Exemption. 

Maritime Health Declaration. 
For Police: 

1 Crew List. 

1 Passenger List. 
PILOTAGE: Compulsory. Contact Pilot in advance by VHF Channel 12 
or Tel: 0544-530204, 0544-530453 (24 hours). Cables to Piloti del Porto, 
Marina di Ravenna. Pilot station and both pilot boats equipped with VHF, 
Channels 16, 9, 6 and 12. Pilot is embarked not less than 1 mile from 
head of breakwater. Vessel awaiting Pilot may anchor, but must pay 
attention to the restricted areas. This anchorage is not secure in bad 
weather. Vessel bound for marine terminals, embark Pilot at least 
0.5 miles from the berths. Pilot launches have black hull with white band, 
white superstructure, 10 m. in length. 
ANCHORAGE: Anchorage prohibited in vicinity of submarine pipelines 
and cables. Vessels waiting for a berth may anchor at a distance more 
than 1.5 miles from the outer breakwater head according to their draft 
and subject to weather conditions. 
RESTRICTIONS: Berthing and mooring at marine terminals allowed in 
daylight only. Unberthing and sailing can be carried out in darkness. 

Berthing day and night from entrance to San Vitale Basin. Inner port 
daylight berthing only. The channel to the inner port is navigable one 
way only. 
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(See Plan) 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng 


MAX. SIZE: /nner Port: Draft limited from 17 ft. to 17 ft. 6 in, Cee, 
on vessel's beam and draft. 

San Vitale: Max. draft 28 ft. allowed from port entrance to Say 
Basin. 

ENEL (Oil Berth — No. 2): Length not limited, max. draft 37 te 
Agip Terminal — No. 3: Length not limited, max. draft 45, 
Agip (Oil Platform — No. 4): Length no limit, max. draft 70 ft, 
HEALTH: Pratique given by radio, on request to Sanimare 
Pratique is automatic for vessels coming from ports in E.E.C. 
RADIO: Messages via Ravenna Radio, Ancona Radio, Venezia 
or Trieste Radio. 

VHF: Ravenna VHF Radio Station operates on Channels 16, 
and 27. : 

The Ravenna Port Informer is in contact with Ships 
operates on Channel 9 from 0600 hrs. — 2200 hrs. every day indy 
holidays. 

TUGS: Tugs join vessel in outer port. Ship's lines are used, 

There are 7tugs stationed at Ravenna (12,500 hp; 
2x2,000 h.p. Voith Schneider tugs; 22,600 h.p., 12,000 b} 
1900 h.p.). 4 of the tugs are equipped for fire fighting. The Ha» 
Authority lays down the number of tugs to be taken by CCH im 
according to size. 

BERTHING: Old Port: Cereals Silos: Silos Granari Candiano: Gey 
warehouse and cereals depot. 

CAP: Silo used by various importers. 

SIMA: Factory producing animal foods, equipped with bag loade 
Depots: Decora: Depot for petrol and chemical products. 
Adriatank: Depot for vegetable oils and not dangerous che 
products. 

Industries: SIO: Refinery for vegetable oils. 

General Cargoes: Public piers are used to handle all kinds of 
Fertilmare: Warehouse used for bulk and bagged cement cargos 
Fiorentina: Warehouse used for bulk and bagged cargoes. 
New Port: Cereals Silos: Docks Cereali: Silos used by various impos 
equipped also with bag loaders. 

NUOVO CAP: Silo used by various importers. 

SETRAMAR: Silo used by various importers. 

LLOYD RAVENNA: Silo used by various importers. 

Oil Refineries, Industries, Depots: AGIP: Equipped with own dow 
the canal and terminals on roadstead. Docks inside port are us 
load and discharge refined petro! products. 

CEREOL: Refinery for vegetable oils. 

PCBI: Factory producing carbon black. 

ALMA: Refinery for bituminous products. 

E-ANIC: Factory producing fertilisers and synthetic rubber chem 
ENEL: Thermoelectric plant. 

MARCEGAGLIA: Factory producing steel pipes and plates. 
PIR: Depot for petrol and chemical products. 

MAGAZZINI GENERALI: Factory for rice handling, general wareto 
equipped with bag loader. 

ENEL-ITC: Depot for fuel oil serving ENEL thermoelectric plant site 
at Porto Tolle. 

General Cargoes Depots: SAPIR: Public bonded warehouse us# 
all kind of cargoes, located on public wharfs at S.Vitale Basin. 
SETRAMAR: Private warehouse used by various importers, mai 
logs, coal, coils, sulphur in bulk and containers. 

oe Ravenna: Private warehouse used by various importers, ™ 
or coal. 

NADEP: Private warehouse used by various importers. 
Containers: SAPIR: Public terminal equipped with Paceco cranes 
Shipmaster's Report: 1982. 

It is advisable to keep vessel well secured when alongside as pat 
vessels have little consideration. 

CRANES: Cranes and elevators located at all terminals. 
STEVEDORES: To be ordered before 1030 hrs. for afternoon wor! 
before 1630 hrs. for following morning. 

MEDICAL: All facilities available. 

TANKERS: Sea Berths: 

Cautionary Advice: Vessels moored at Sea Berths must always! 
the engines ready in order to be in position to unmoor and® 
immediately in case of emergency or in case in the Master's judy 
the weather conditions suddenly get worse. 

ENEL Steel Platform: Located in position Lat. 44° 278 
Long. 12° 23.9’ E. Length 342 m., with a central platform on tubule? 
with 2 mooring dolphins and 4 small platforms on tubular pie 
mooring lines. Vessels’ length restricted to 160 m. — 270 m. Ve 
berth alongside the 2 dolphins with 3 head lines, 2 breast and 29% 
fore and aft. Also see “Section (B)”. 

Agip Oceanic Buoy — Terminal No. 3: 

General: No. 3 Terminal consists of 1 large anchored buoy oF 
are installed a red light, flashing twice every 5 secs., a fog hom® 
“C" every 20 secs.) and a radar Racon code “C”. Distance from 
Terminal is about 4,500 m. E.N.E. and from coast 10,300 m. 

Berthing and Mooring: The mooring must be carried out wit® 
bow towards North, and taking up 2 steel wires supplied by A 
connecting the stern of the ship to the large buoy, and 4 sted 
connecting the ship to 4 small buoys anchored in the proximity © 
large buoy. The 2 steel wires on the stern must be secured ino@ 
maintain the ship about 120 m. from the buoy. Vessel must be a 
with 7 — 8 shackles of chain (port and starboard) and the forecas#) 
side must also be secured with a steel wire connected with? 
anchor. 

Cargo Connection: There is only 1 flexible hose with 10 in. ASA® 
to be connected, always on port side. 4 

Derrick: Vessels must arrive ready with port side derrick able® 
the hose weighing 5 tons. 

Ballast Facilities: None. 

Gangway: Vessel should rig suitable accommodation laddet 

Bunkering: By barge. 

Ullaging — Temperatures: Taken by shore personnel. 


{ 


gotating Platform — Terminal No. 4: 
No. 4 Terminal consists of a rotating platform elastically 
ected with a fixed platform supported by 6 tubular piles of 48 in. 
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merstion is Lat. 44° 27’ 25” N., Long. 12° 31’ 30” E. Distance from 
5 s 18,300 m. Mooring is allowed for vessels with a max. draft of 
eon The platform shows a white flashing light 3 times every 
=. also a fog horn code “U" and Racon code “U”. 
ening and Mooring: The vessel must approach the platform up to 
of about 120 m. One vessel's synthetic rope will be connected 
, ne assistance of the mooring boat with the steel wire supplied by 
with the aid of the steel wire heaved up by vessel, vessel will 
; the platform as far as a distance of about 65 m. and there the 
wire will be made fast. 
%e mooring operations will be carried out only in normal weather 
sions. The unmooring operations can be carried out at any time 
jor night. One tug will assist at the stern in order to avoid collision 
atform. 
6 (Connections: There is a floating hose with 16 in. flange (ASA) 
seconnected on port side manifold. Before disconnecting, the floating 
ww (ength of about 270 m.) must be filled with water. Max. pressure 
rigsq.cm. 
a: Vessels must arrive with port side derrick of 10 tons SWL. 
slast Facilities: None. ‘ 
sangway: Vessel should rig suitable accommodation ladder. 
ankering: By barge. 
Jaging — Temperatures: Taken by shore personnel. 
uso see Part (B) — “Marine Terminal”. 
pe Harbour: 
wena ENEL Berth: 
ication: The ENEL Berths are located in the Darsena ENEL on the 
wh side of Largo S. Vitale, the Ponente Berth on the West side and 
gente on the East side of the Darsena. 
gething and Mooring: The Inner Harbour is entered between the 
eakwaters protecting the entrance to Canale Baiona. 2 tugs are usually 
ge fast on the hook, fore and aft, when abeam of the breakwaters 
e¢assist vessels through the channel. Vessels bound for the ENEL 
whs proceed farther South through Canale Candiano and are swung 
seg 1 anchor) assisted by tugs in the Lago S. Vitale. They are then 
ed stern first into Darsena ENEL and moor starboard side alongside 
the Levante Berth, and port side alongside the Ponente Berth. Head 
stern lines are run in by mooring boats. 
ies are not accepted, wires with synthetic tails are accepted. 
*eparations: A 2 ton SWL derrick is required for hose handling, and 
sud be ready on arrival. There is no shore gangway and the vessel 
*uld have a gangway ready on starboard side for the Levante Berth 
siport side for the Ponente Berth. Ullages and temperatures are taken 
yieminal personnel. 
Cargo Handled and Connections: 
ith Levante 
Clean products: 1x8 in. ASA hose 8 kg./sq.cm. 
Dry products: 1x8 in. ASA hose 8 kg./sq.cm. 
3th Ponente 
Gasoline: 1x8 in. ASA hose 8 kg./sq.cm. 
Gasoil: 1x8 in. ASA hose 8 kg./sq.cm. 
Dry oils: 1x8 in. ASA hose 8 kg./sq.cm. 
_alast Facilities: Ballast facilities are available for unlimited quantities. 
osharge rate 400 t.p.h. 
fre Fighting Facilities: There are 3 towers with foam/water monitors. 
i Pollution — Clean Up: Facilities available. 
| ag Bunkers and fresh water are available. 
Berth: 
_ocation: The PIR Berth is located on the South side of the Canale 
ona about 1 mile from the port entrance. 
%ething, Unberthing and Mooring: Berthing allowed only by daylight, 
“erthing not allowed after 1 hour after sunset. The harbour is entered 
lugs are made fast as per Darsena SAROM Berth. Vessels bound 
"PR Berth, will be berthed with starboard side alongside, therefore 
‘sel will be swung in the Turning Basin (junction — Canale Candiano 
“male Baiona) and then backed in position by tugs. 
490 Handled and Connections: 
Pd products: 28 in. flexible hoses with 8 in. ASA connections 
‘g/sq.cm. 
‘ty products: 28 in. flexible hoses with 8 in. ASA connections. 
imum pressure allowed: 6 kg./sq.cm. 
way: Ships must provide their own gangway. 
ck: A 2 ton SWL derrick required on port side for hose handling. 
aging - Temperatures: Taken by terminal personnel. 
. Ices: Bunkers and fresh water are available. 
sighting: System installed. 
Pollution — Clean Up: The terminal has a quantity of oil dispersant 


WNC Berth “Lato Mare”: 

lonary Advice: The ANIC Berth is located on the West side of 

#99 S. Vitale about 0.5 miles North of the Darsena SAROM. It is a 

nal berth and ships bound to and from Ravenna pass close by, 

may Cause a moored vessel to surge in the berth. It is, therefore 

ely important that vessels are securely moored and that the 

ng lines are properly tended and watched. 

taboy Ing and Mooring: Vessels bound for the ANIC Berth enter the 

te ther and connect tugs as described per Darsena SAROM Berth and 

Ste a n ace in the Largo S. Vitale and berthed head out with port 

we Handled and Connections: This terminal handles various 
Soh of oils or chemicals. Both jetties have the same facilities. 

Chars: 2x4 in. ASA flexible hose. 7 kg./sq.cm. 

rg 2x6 in. ASA flexible hose. 7 kg./sq.cm. 

For “af 2x8 in. ASA flexible hose. 7 kg./sq.cm. 

ay Clean oils there are also 2 rigid arms 6in. flange ASA. 
Pressure 8 kg./sq.cm. 
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Gangway: Ship should rig their port side gangway. 

Derrick: A 2 ton SWL derrick required on port side for hose handling. 

Ullaging — Temperatures: Taken by terminal personnel. 

Services: Bunkers and fresh water are available. 

Ballast: None at present. In future there will be possibility of dirty 
ballast discharge. 

Oil Pollution — Clean Up: No facilities available. 

Fire Fighting Facilities: Fixed foam/water monitors and mobile fire 
fighting men. 

ENEL: 

General: This terminal is on the North bank of Canale Candiano about 
1.5 miles West of junction Canale Candiano/Canale Baiona. Handles 
exclusively boiler oils. The terminal consists of a jetty that can 
accommodate vessels up to 280 m. LOA with max. draft of about 28 ft. 

Berthing and Mooring: Normally 2 tugs are used, and since the vessel 
must be moored port side alongside it is swung in proximity of confluence 
of Canale Candiano/Canale Baiona and then backed into position by 
means of tugs. 

Wires not accepted. 

Cargo Handled — Connections: 

F.O.: 1x8 in. ASA flexible hose. 6 kg./sq.cm.: For larger vessels. 

F.O.: 1x6 in. ASA flexible hose. 6 kg./sq.cm.: For smaller vessels. 

Gangway: Vessels should rig suitable gangway. 

Derrick: 2 ton SWL ready on port side. 

Ullaging — Temperatures: Taken by terminal personnel. 

Bunkering/Fresh Water: By barges. 

Oil Pollution — Clean Up: No facilities available. 

Fire Fighting Facilities: 4 foam/water monitors. 

Also see “Section (B)”. 

DENSITY: 1024. 

FRESH WATER: Only available ex-wharf at San Vitale and at inner port 
piers. Barge available for deliveries to the Silos Piers and tanker 
terminals. 

Shipmaster's Report: 1982. 

Delivered by road tanker only at silo pier (Setramar) in lots of 8 tons. 
FUEL: Available by barge. 

FIRE PRECAUTIONS: Tankers are given copy of port fire regulations 
on arrival. No repairs or gas freeing to be carried out without permission 
of Port Authorities. 


CONSULS: France Tel: 40.66.57. 
Norway Tel: 6.15.26. 
Sweden Tel: 21.26.39. 


REPAIRS: All kinds of repairs can be effected. Floating dry dock 

(70 m. X 20m.) and dry dock (180 m. x 27m.) are available. 

GANGWAY/DECK WATCHMEN: Optional, can be employed from 

shore if required. 

OPENING/CLOSING HATCHES: Can be performed by ship's crew or 

by stevedores. 

CUSTOMS ALLOWANCES: 50 cigarettes per man for first day in port. 

Wine/spirits, allowance is made for normal daily consumption on board. 

REPATRIATION: Can be arranged. 

peti Forli Airport situated 25 km. away, with daily flights to Rome 

and Milan. 

TIME: GMT plus 1 hour. From April to September, GMT plus 2 hours. 

Hd theta arta we Police, Tel: 436367; Ambulance, 22311; 
ire, 115. 

TELEPHONES: Can be installed on board at San Vitale Berths. 

pate LEAVE: Allowed. Launch service available for vessels in the 

roads. 

IDENTIFICATION CARDS: Shore passes given by police. 

areas Dole a The access channel is to be deepened to 35 ft. and 

widened. 


SHIPMASTER’S REPORT: September 1991 (Updated 1994). 

Charts: B.A.Charts No. 1445 and 1467. 

Pilotage: Pilot boards and departs at the Fairway Buoy. Pilot service 
operates throughout 24 hours. There are night restrictions on dangerous 
cargo and length restrictions at night. 

Tugs: The tugs operate from Porto Corsini which is just inside the inner 
breakwater. 

The number of tugs is determined by vessel's size and manoeuvres 
to be undertaken. There are special rules for tankers with dangerous 
cargo. 

The first hour is at the standard rate, which takes the vessel from 
Porto Corsini to the berth and vice versa. 

Approaches: The Fairway Buoy is located in position Lat. 44° 29.5' N., 
Long. 12° 20.7’ E. 

There is a wreck 2 miles East of the South Breakwater, marked by a 
buoy flashing 2 every 10 sec. (it can be confused with the Fairway Buoy). 

From Agip Rotating Platform No. 4 to breakwater, vessels must follow 
suggested course in Traffic Separation Zone. 

There are numerous oil rigs in the approaches to the port. 

The breakwaters show up well on the radar. 

Anchorages: The anchorage is located near the Fairway Buoy or in the 
transhipment area marked on B.A.Chart No. 1467. The anchorages are 
very exposed in Northerly winds. 

Channel: The Canal Baiona Candiano is about 6 miles long and runs to 
the main berths at Nuove Darsena Commercialli (Lat. 44° 26.5’ N., 
Long. 12° 14.75’ E.). The transit through the Canal takes about 1 hour 
and the vessel is accompanied by tugs. 

The maximum depth in the channel is 9.0 m., but is liable to silting. 
Maximum allowed draft is 8.53 m. 

General: There is no telephone on the quay. 

Fresh water is arranged through the Agent, and cost is approximately 
7,355 Lira/ton from truck and 4,800 Lira/ton from shore line. 

Bologna Airport is about 40 miles away. There are frequent flights to 
Rome and London. 

The Ship Chandler “Montanari” is a member of ISSA, and prices were 
reasonable. Tel: 0544-436320. Telex: 550121. Other chandlers can be 
contacted by Agent. 


1035 


The berths and tankage for chemical tankers and LPG ships are in 
Canale Baiona near Porto Corsini and Enichem and Agip Darsena in 
Canal Candiano. 


AUTHORITY: Capitaneria di Porto Ravenna, Via Antico Squero 9, 48100 
Ravenna, Italy. Te/: (0544) 455357, 453900, 454523. Telex: 551366 
Compra !. Cables: Compamare Ravenna. FAX: (0544) 455045. 
Contact: Sebastiano Musso, Port Captain. 


(B) ENEL MARINE TERMINAL: 44.28 N. 12.24 E. (See Plan) 


LOCATION: The ENEL (ex-SONE Terminal) Marine Terminal is located 
in position Lat. 44° 27' 48” N., Long. 12° 23’ 54” E., about 8.5 km. from 
the coast, and is used for unloading fuel and crude oil. 
DOCUMENTS: For Customs Purposes: 

If vessel arriving from an Italian Port: 

Custom's Sailing Manifest. 

Copy of Bill of Lading. 

1 Crew List. 

1 Passenger List (if any). 

If vessel arriving from abroad: 

Stores List. 

Crew Property List. 

Cargo Manifest. 

Copy of Bill of Lading. 

1 Crew List. 

1 Passenger List (if any). 

If vessel has to lighten, for Customs purposes, and in order to obtain 
discharging permission prior to entering vessel at Customs House, 
Master has to cable 30 hours before arrival to Agents, a separate 
message giving: 

Ship's Name/Flag/GRT/Cargo Quantity (Bill of Lading figures in metric 
tons)/Quality/Density/Loading Port/Name of Shippers and Consignees/ 
Master's Name/Total Number of Crew/Expected Arrival Draft and Total 
Quantity to be lightened to reach 11.50 m. Draft. 

For Immigration Authorities: 

1 Crew List. 

1 Passenger List (if any). 

VERY IMPORTANT: All vessels having on board arms and/or 
ammunitions not only as cargo but also as Ship’s/Personal Equipment/ 
Property, entering Italian Waters/Ports must obtain a proper Licence 
from Italian Authorities. 

Therefore to avoid serious problems and enable Agents to arrange 
requested Licence Formalities, Master to telex soonest possible to 
Agents informing if any arms/ammunitions are on board, giving full 
Details of the same. 

For Harbour Master: 

2 copies Arrival Reports (if forms not available on board, they are 

usually filled in by Agent on arrival). 

1 copy Control List for Tankers (if forms not available on board, Master 
to have ready a list showing details of Master's and all Deck/Engine 
Officers Certificates of Competency). 

Description of Licence and Number. 
Issued by. 

Date of Issue. 

Place/Country issued. 

3 copies Crew List. 

3 copies Passenger List (if any). 

Following documents to be produced for Harbour Master: 

1.0.P.P. Certificate and supplement. 

Class Certificate, including last annual survey. 

C.L.C. Certificate. 

Oil Record Books, Part | and Il (Memorandum of Paris). 

If vessel has to lighten, all ship's Certificates (originals) to be taken 
to the Harbour Master by the Agent. 

APPROACHES: Exclusion Zone around the Terminal: As well as 
observing the ban on aecheng and fishing which exists in the area, all 
ships and other vessels are forbidden to transit, stop, carry on any 
activity underwater, or of any nature, within a 700m. radius of the 
terminal. Exception is made for the tankers heading for the terminal itself 
and for the ships or other vessels employed for the docking services or 
to assist any other vessel to whom authorisation has been issued. 

PILOTAGE: Generally Pilot boards vessels for berthing only, however 
Masters are requested to contact Ravenna Pilot Station soonest possible 
by VHF Channel 12 in order to obtain anchorage or berthing instructions. 

All Pilot boats and Pilots are equipped with VHF operating on 
Channel 12. 

Production platforms, well structures, submerged pipelines and cables 
exist in Ravenna Roads. Mariners should use caution when approaching 
and wyey 
ANCHORAGES: Position of anchoring depends on Ship's draft and 
having regard for existing restricted areas. 

It is suggested that Master consults up-to-date sailing direction (Italian 
Vol. | — Adriatic Sea). 

If vessel has to lighten, the area is within an area with the following 
co-ordinates: 

(a) 44° 31’ 08" N., 12° 24' 00” E. 

(b) 44° 31’ 08” N., 12° 28’ 00” E. 

(c) 44° 29’ 30” N., 12° 24’ 00” E. 

(d) 44° 29' 30” N., 12° 28’ 00” E. 

RESTRICTIONS: Daylight berthing only. 

MAX. SIZE: The terminal can be used by ship's of 160 m. — 270 m. 
LOA with a max. draft of 11.50 m. 

RADIO: Arrival Advice for Harbour Authority: 36 hours before arrival, 
in order to obtain berthing authorisation, following cable/telex is to be 
sent to “Compamare Ravenna” (Telex No. 551366). 
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Quote 
From M/V. ....... 
To COMPAMARE RAVENNA (Tix. 551366). 
Vessel/Call Sign/Name/Flag/LOA/GRT/DWT/Year Built/Ariya » 
Pilot Station or at Anchorage at Roads/Max. Draft on Arrival. * 
Cargo/Technical Name/Quantity to be Discharged and 3, 
Certificates/Safety Equipmentv/IOPP/All Valid otherwise Point 
expired. 
Paris Memorandum/Date, Place and Remarks of the Last 
Conditions of Hull, Engine, Manoeuvering Equipment, Safety ands, 
Aid Service. 
Also state following wording: 


| declare to know Regulations concerning Safety Rules for the Cang 


of Dangerous Cargo as per Ravenna Harbour Master Ordinance, 
| guarantee all crew members to be qualified and trained to Can, 
discharging operations. 
| undertake to inform Harbour Master about any fact which 
involve ship and Safety Equipment and influence cargo handling 
Signed Master 
Unquote 
It is suggested that a copy of above telex also be sent to Agen 
In case vessel arrives with draft exceeding 11.50 m., and in one 
obtain lightening permission, the following information to be pass: 
Agent in order to speed up formalities: 
(a) Details of following Ships’ Certificates (issued at/on/expiringPy 
Date last Annual Survey): 
1.0: P-P. Class Certificate. 
C.L.C. Safety Construction. 
Safety Equipment. Load Line Certificate. 
Name/Rank on board of 2 Officers who will attend lights: 
operations. 
Master's Name. 
Classification Details. 
Cargo Tanks Total Capacity (Cubic Metres). 
(f) Max. Allowable Pressure. 
Official Owners. 
Port of Registry. 
(i) Total Crew. 
(I) LOA. 
Beam. 
Arrival Draft. 
Expected Draft after Lightening. 
Expected Draft after Discharged Ravenna Cargo. 
Main Engine, Number and Type. 
(r) | Horsepower of Main Engine. 
Max. Speed when Vessel Fully Loaded. 
(t) Vessel equipped with Bow Thruster or not. 
Mooring Winches. 
Fore: Type/No./Capacity. 
Midship: Type/No./Capacity. 
Aft: Type/No./Capacity. 
Cargo hose lifting facilities: No./Capacity. 
Cargo pumps: No./Type/Capacity cubic metres per hour eat 
Cargo Information: 
Total Number of Cargo Tanks. 
Total Capacity of Cargo Tanks. 
Numbers of Tanks where Cargo is Stowed. 
Total Capacity of Tanks in (3) in cubic metres. 
Allowable Cargo Specific Gravity. 
Name of Product. 
Total Quantity of Cargo on Board (Bill of Lading — Tone 
(8) Cargo Temperature. 
Ballast Information. 
Numbers of Tanks for Ballast. 
Numbers of Compartments presently with Ballast. 
Type of Ballast: Segregated/Clean/Dirty. 
Total Ballast Presently on Board in cubic metres. 
(e) Total Ballast Capacity in cubic metres. 
Terminal Ready Communication: Before the ship is moore’ 
concessionery company of the terminal must inform the Tec 
Section of the Harbour Office of Ravenna of the date and hou'# 
the terminal will be ready, otherwise mooring will not be permittet 


HEALTH: When applicable, Sanitary Free Pratique is granted by@ 
Alternatively it may be granted by Health Authority who boards # 
on arrival. 

Masters are to cable to “SANIMARE RAVENNA” 24 hours 
arrival, requesting Sanitary Free Pratique. 
VHF: The personnel on the terminal keep a constant listening wa 
Channel 16 and simultaneously maintain a continuous VHF link #* 
ship during the mooring, unloading and unmooring operations. 
TUGS: Tugs and mooring boats available. 


(y) 


Unmooring from Terminal allowed also during night time, ins ) 


case only 1 tug is usually available. 

BERTHING: Description of the Structure: The jetty 342 m. in lew 

made up of a central unloading and control platform, 4 mooring do? 

and 2 approach dolphins, all connected to the main struct 
catwalks. 

All the structures are made of steel. 

The height above sea level varies between 7.0 m. 
approach dolphins, 9.0 m. above MSL for the mooring 
11.5 m. above MSL for the central platform. 

Central Platform: On the central platform are positioned: 
2 oleodynamic unloading arms of 12 in. diameter. 
Firefighting equipment. 

System for monitoring the speed of approaching ships. 

Gangway. 

Service crane. 

Control room serving as shelter for the personnel. 

Maritime signalling equipment. 


above NS 
dolphis! 


Dolphins: The elastic defence of the platform is guaranteed 
” hn dolphins. The energy of the approaching ship is absorbed 


YS gastic deformation of the pile and by a system of fenders 
a red by the pile itself. 
ype top of the pile there are 2 quick release slip hooks. 


Dolphins: The mooring structures are made up of 4 dolphins 
er along the longitudinal axis of the terminal. 
oer? are 2 quick release slip hooks on the footpath level of the bridge. 
to the terminal is guaranteed by 5 points: 
=» janding stage on the central platform and 4 vertical ladders on 
+ BD2, MD1, MD4 dolphins. 
Signalling: All the signalling equipment of the terminal is 
by accumulator batteries, which are recharged during the day 
Motovoltaic solar panels. 
“pica! signals have been installed, as follows: 
write light with a visibility of 6 — 10 nautical miles. 
red lights with the same characteristics. 


mi ‘eg horn whose sound carries for up to 2 miles. 
geignting System: The firefighting system is made up of 2 pumps, one 
ae and one diesel. 
| seh pump can guarantee a flow of 240 cu.m.p.h at a pressure of 
it ‘ tuoroproteinic foam is stored in a tank with a capacity of 2,500 


os. 


we worRING/UNMOORING: Mooring and Unmooring Operations: 
% mooring and unmooring operations at the terminal are only 
worsed when the sea and wind conditions are favourable, and when 
«eis no impediment which might render the manoeuvre dangerous. 
%: mooring operations can only be carried out during the daylight 
my ys, while the unmooring can be carried out at night as long as the 
eater conditions permit. 
yung Service Assistance: As well as requesting a pilot and a large 
equgh team of dockers, the ship's Master must request the assistance 
+;sufficient number of tugs to ensure the safety of the manoeuvre. 
ssing off for Safety Reasons: The Master of the ship moored at the 
ennal, whose judgement is final, can order the immediate suspension 
#he unloading operations and the rapid unmooring from the terminal 
sould any of the following occur: 
Aworsening of the sea conditions, strong electrical discharges, an 
_ wease in the wind’s force any accident in the unloading systems, 

suton or any other event likely to put human life or the safety of the 
win jeopardy. 
woach Operations Monitoring System: The visualisation of the ship's 
ance from the approach front as it draws near terminal is shown on 
iwminous displays situated on the central platform. 
Te ship's approach speed is signalled by 2 lights with green/yellow 
vé red lights. 
*eparations for Carrying out the Mooring and Unmooring Operations: 
wore carrying out the mooring and unloading of tankers at the terminal, 
® following cautionary measures must be carried out by the 
weessionary Company: 

espect the winches and the slip hooks on the 4 mooring dolphins. 

nspect the system monitoring the speed and distance of the ship 
syoaching the terminal. 

Control the marine meteorological data acquisition systems. 

Check that the maritime signalling equipment is functioning properly. 

‘spect the 2 unloading arms and the on/off valves and check that 
‘ey are working properly. 

Control the cathodic protection. 

‘spect and switch on the fire fighting devices and supplies: in 
mcular, check that the fire fighting pumps, the storage and mixing 
jsems for the foaming agent, the water-foam distribution system and 
he remote-controlled monitor are all working properly. 


“ARGO OPERATIONS: The platform is connected to the onshore depot 
means of 2x22 in. pipelines of approximately 13.5 km. in length. 
Teunloading operations are carried out using 2 completely automatic 
Seading arms. 
“ading System and Power Plant: The platform is equipped with 2 
‘2ulic unloading arms of 12 in. diameter. These arms are provided 
"an automatic release system. This system disconnects the arm 
‘ihe ship should it (the ship) move out of the normal range of action 
"he arms for any reason. Max. discharge rate is 2,000t.p.h. 
oo at manifold 12 kg./sq.cm., minimum pressure at manifold 
. $q.cm. 
Before the disconnection is made, the 2 valves will be closed 
“Onatically to prevent any spillage of hydrocarbon into the sea: one 
on the head of the outboard arm and the other is at the ship's 
, he electrical energy required for running the terminal is supplied by 
Snerators Situated on the MD4 dolphin at the Northern extremity of 
='eminal in a security zone. 
“minal Services: The services concerned with the working of the 
“fal are organised by ENEL who use their own employees on site. 
é management of the unloading operations of the ship and of the 
renal and disconnection of the hoses is the joint responsibility of 
wth ip Scommand and the receiving company or whoever is concerned 
ola unloading within the limits of their respective competences. 
¢ nnel Employed at the Terminal — Logistics: There must be a team 
te 9 St 3 persons on the terminal to work on the system. They will 
reign eS of the Company and will be part of the Company 
hese Ing team. ENEL shall nominate a Terminal Chief from among 


eng the unloading operations at the depot, the Company firefighting 
ust be present. 

4 = ccommodation destined for personnel use must be kept clean 
900d order, sufficiently lit, ventilated and heated. 


i AL: Medical assistance and hospitals are available, including 
“obter service for emergency service. 


ITALY 


FRESH WATER: No fresh water available at Terminal and no barge 
service available to supply fresh water in the roads. Only small quantities 
can be supplied by very expensive port tugs (subject tug availability). 
FUEL: Most grades available by barge, at least 48 hours notice required. 
Replenishment subject to observance of Ravenna Harbour Master 
Ordinance. 
REPATRIATION: Repatriation possible, subject to Immigration/Visa 
restrictions, if any. 
AIRPORT: Nearest airport is at Bologna (approximately 90 km.). 
SHORE LEAVE: Shore leave permitted. Liberty boat available, subject 
to sea conditions. Latest trip from shore is usually 2200 hrs. 

Seafarers Centre “Stella Maris” available in the town. (Via P.Costa 55. 
Tel: 30235). 
GENERAL: Re-provisioning and Loading Materials: It is forbidden to 
load or unload heavy or bulky metallic materials. Any bunkering or 
loading of ship’s stores, drinking water or other materials should always 
be done, if possible, when the ship is at anchor in the roads. These 
operations can also be carried out, in accordance with the procedures 
and measures laid down by the Harbour Office, when the shir is tied 
up at the terminal before or during the unloading, but not during the 
mooring, casting-off or ballasting. 
Ban on going on to the Terminal: Only persons with express authority 
are allowed to go on to the terminal. 
; Access to the terminal is limited exclusively to the personnel working 
there. 


CHIEF OFFICER’S REPORT: November 1990. 

1. ENELITC Marine Terminal: Constructed in 1986, and situated about 
8.5km. off the coast of Ravenna in position Lat. 44° 27.8'N., 
Long. 12° 23.9’ E. It is designed to unload fuel oil and crude oil to the 
onshore tanks and from there to the power plant at Porto Tolle. 

This terminal has been designed for the mooring of tankers from 
18,000 d.w.t. to 80,000 d.w.t. with a max. draft of 11.5 m. at the mooring 
point. 

The terminal will be unmanned when no tankers are moored. 

Two submarine pipelines, each 22 in. diameter and 8.8 km. in length, 
connect the terminal to the shore. 

The terminal is equipped with a “Safety Berthing Device” (SBD). The 
latter is provided with 2 luminous displays which give the distance 
between the side of the tanker and the breasting dolphins, starting from 
99 m., as well as a traffic light which indicates the tanker approach 
speed. 

Firefighting is ensured by a remote controlled foam monitor. 

2. Lighterage: To reach a draft of 11.5 m., vessel must be lightered at 
Ravenna Roads in a special anchorage for lightering purposes. The 
anchorage is situated between following points: 

(a) Lat. 44° 31’ 08” N., Long. 12° 24’ 00” E. 

(b) Lat. 44° 31’ 08” N., Long. 12° 28’ 00” E. 

(c) Lat. 44° 29’ 30” N., Long. 12° 24’ 00" E. 

(d) Lat. 44° 29’ 30” N., Long. 12° 28’ 00" E. 

Our lightering barges were the M.T. “Assunta Ravenna” and M.T. 
“Marina II", both of 1,000 tonnes. Lighters, according to weather 
conditions, could berth port or starboard side to and also connected 
cargo hoses, but lighterage operations will not be carried out 
simultaneously. Each barge was fitted with 1x 150 mm. diameter hose 
and 2 Yokohama fenders. 

During discharging operations on the roads and at the Marine 
Terminal, automatic sampling equipment was installed on the manifold 
flanges. The equipment is operated by an SGS-Redwood Inspector, so 
accommodation and food must be arranged for one person. 

3. Basic Data and Operating Limits: 


Minimum Maximum 
Tanker class: 18,000 d.w.t. 80,000 d.w.t. 
Overall length: 160 m. 270 m. 
Max. overall displacement: 110,000 tons 
Max. draft: ihe yae 


Operating approach speed: Less than 0.1 m./sec. 

Max. operating approach speed: Less than 0.15 m./sec. 

Designed approach speed: Less than 0.2 m./sec. 

NOTE: 0.2 m./sec. is the limiting speed and must never be exceeded. 

Designed berthing energy of a tanker with 110,000 tons displacement 
and 0.2 m./sec. berthing speed: 172 tons/m. 

Limiting conditions for mooring: 

Daylight only. 

Wind speed: 30 knots. 

Wave height: 2 m. maximum. 

Minimum visibility: 0.5 miles. 

Limiting conditions for unmooring: 

Day and night. 

Wind speed: 40 knots. 

Wave height: 2 m. maximum. 

Conditions in which unloading must be shut down: 

Max. wind speed: 50 knots. 

4. Mooring and Unmooring Operations: Normally the vessel will 
approach the terminal from the South 

After having consulted the Pilot, the Master will decide whether to use 
two or more tugs, depending on the power of the tugs available and 
weather conditions. 

This decision must, however, be made by radio before the Pilot leaves 
the port, in order to allow the tugs enough time to reach the terminal, 
about 30 to 40 minutes. 

The moored tanker must supply each tug with 2 identical lines, in 
good condition, which are connected to the hooks on the tugs. 

The tugs will await the tanker about one mile from the terminal. 

Mooring personnel will reach the terminal by service boat. At least 
4 men will leave the boat and connect the tanker's lines to the hooks 
on the unloading terminal (two at each end of the tanker). 

When the tanker is parallel to the terminal and at a distance of about 
150 m. — 200 m., it may be necessary to drop the port anchor so as to 
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have better control over the vessel during the last phase of the approach. 
The anchor will also give greater control during unmooring. 

With simultaneous slackening of the chain and heaving off the bow/ 
stern ropes, already connected to the terminal platform, the tanker may 
be carefully brought alongside and kept, as far as possible, parallel with 
terminal platform. 

The control of tanker manoeuvres will be made easier by using the 
safety docking device monitoring system (SBD). 

After the tanker has been correctly positioned for the connection of 
the loading arms, the mooring operation must be completed. There must 
be at least 8 lines: 3 head/stern ropes, 3 breast ropes and 2 springs, at 
each end. 

Unmooring operation: Assuming the same wind and sea conditions 
as for mooring, the anchor can be used for unmooring (if it has already 
been employed). 

After the lines have been gradually slackened, and the tanker’s stern 
is free, the tanker’s engine can be used and the anchor chain heaved 
in, so that the bow can be moved away from the platform. Assistance 
will be given by at least one tug of 1,500 b.h.p., which will move the 
tanker by pulling on a stern rope. 

If, however, the anchor is not used, the Master and the Pilot will decide 
the number of tugs required. 

5. Cargo Connections: Unloading operations will be performed by 
means of 2 hydraulic loading arms of 12 in. diameter. Each arm will be 
equipped with a double valve disconnector of the MIB type and a 
connecting flange with a diameter of 12 in. Max. pressure allowed is 
12 kg./sq.cm. 

6. Ballast Facilities: None available. 

7. Gangway: Access to the tanker from the terminal is possible by a 
built-in automatic telescopic gangway. 

8. Ullaging/Temperature Sampling: Taken by terminal personnel and 
SGS-Redwood Inspector, automatic sampling equipment also installed. 
9. Telecommunications: The terminal personnel will be on permanent 
stand-by on VHF Channels 69 and 16. 

The tanker will be able to communicate with the Terminal Control 
Room on Channel 69. 


OPERATOR: Ente Nazionale per L'energia Elettrica (ENEL), Via Trieste 
383, 48100 Ravenna 1, Italy. Tel: (0544) 436527. Telex: 551188 Sone |. 
FAX: (0544) 436579, Ext. 28. Contact: Bruno Teston. 


SALERNO: 40.40 N. 14.45 E. (See Plan) 


DOCUMENTS: As for all Italian ports, i.e. all ship's documents in valid 
condition and Arrival Reports, to be filled upon arrival with the Port 
Authority's representative. 
Shipmaster’s Report: November 1988. 
5 copies Crew List. 
2 copies Ship's Information. 
1 copy Application for Ship’s Clearance. 
1 copy Stores List. 
1 copy Cargo Manifest. 
1 copy Maritime Declaration of Health. 
Oil Record Book. 
Cargo Gear Certificates. 
PILOTAGE: Pilot station keeps watch on Channel 16 VHF from 0600 — 
2000 hrs., working Channel 14. 
ANCHORAGE: Position of anchorage, about 1 mile W.S.W. of green 
flashing light. 
RESTRICTIONS: Vessel cannot enter or sail from the harbour between 
2100 hrs. and 0500 hrs. 
MAX. SIZE: Vessel allowed to enter port should not exceed 220 m. in 
length or 30 ft. draft. 
Hen: Free Pratique not obtainable by radio. Usual formalities on 
rthing. 
RADIO: All cables should be sent via “Napoli Radio” call sign “IQH’. 
TUGS: Lines must be supplied by the ship. 
BERTHING: 13 berths with depths from 21 ft. to 30 ft. 
CARGO HANDLING EQUIPMENT: 
16 mobile cranes with capacity up to 270 tons. 
80 forklift trucks with capacity from 4 tons to 37 tons. 
6 dumper trucks. 
Hydraulic grabs. 
Specialised terminals for cars and wheeled units, containers, forest 
products, steel products. 
Ro/Ro facilities. 
Handling and storage area: 250,000 sq.m. 
Equipment for loading/discharging bananas, fruit, refrigerated and 
frozen cargoes in cartons. 
CONTAINER HANDLING FACILITIES: Salerno Container Terminal: 
Two quays of 380 m. each, and one quay of 130 m. Depth up to 11.0 m. 
2 ship-to-shore cranes with 50 tons capacity under spreader. 
STEVEDORES: Stevedores are to be informed 24 hours prior to vessel's 
arrival. 
MEDICAL: Medical Service should be requested in advance. Hospital 
facilities are obtainable. 
DENSITY: Average salinity inside port is 1025. 
one WATER: Fresh water available at all berths, ordered through 
gent. 
FUEL: Bunkers may be supplied from Naples by truck or barge. If large 
quantities are requested supply will be effected by barge from Naples. 
CONO.Ss No consular representatives exist in Salerno. Nearest at 
aples. 
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REPAIRS/DRY DOCKS: No dry dock exists. Only smail Wore 
attending minor repairs. 

SURVEYORS: Lloyd's Register in Naples. Tel: (081) 323714 p) 
in Naples Tel: (081) 325644. ' 
GANGWAY/DECK WATCHMAN: Contact Instituto La Vigie 
239928. 

CUSTOMS ALLOWANCES: Only 40 cigarettes on vessel's ary. 
applies to officers and crew. The remaining stock will be Seal 
vessel's bonded store. 

REPATRIATION: Crew changes and repatriation possible. 
AIRPORT: The nearest airport is at Naples. Distance 60 km. 
TIME: One hour ahead of GMT in Winter. Summertime (Mars 
September) GMT plus 2 hours. . 
HOLIDAYS: Other than the national festivities, September 21, .. 
holiday, being the Name Day of the town's Patron Saint. s 
TELEPHONES: Emergency telephone number is 113-112. 
IDENTIFICATION CARDS: Crew |.D. cards issued by police on » 
GENERAL: Garbage: Collection is compulsory. Collected from veg 
at anchor and by truck if vessel at quay. 

Ship Chandler: Montanari General Ship Chandlers, Tel: (089) 23» 
Services: Radar, VHF and gyro service or repairs may be ott. 
through request to Agent prior to vessel's arrival. 
AUTHORITY: Capitaneria di Porto Salerno, Molo Manfredi, % 
Salerno. Tel: (089) 224544, 224765. Telex: Compsa Tx 
Cables: Compamare Salerno. Contact: Harbour Master. 


SAVONA (including Vado Ligure): 44.18 N. 08.295 
(See Pi 


PORT LIMITS: One mile from Savona Port Breakwater. 
DOCUMENTS: 

Arrival Report for Port Authority. 

Cargo Manifest. 

Provisions and Crew Personal Effects Manifest. 

8 Crew Lists. 

Class Certificate. 

Safety Equipment Certificate. 

Safety Construction Certificate. 

Safety Radio Certificate. 

Ship's Register — Load Line Certificate. 

Derat Exemption Certificate. 

1.0.P.P. Certificate. 

PILOTAGE: Pilotage is compulsory for vessels over 500 gurl? 
ordered through Agent. Telegraphic address: Piloti Porto di Savona? 
launch is black with white band. To call Pilot, use flag or light sy 
according to International Code. For vessels bound for Savona o/! 
Ligure, Pilot boards about 0.5 to 1 mile S.E. of the red light at See 
port entrance. Pilot station on VHF Channel 13 day and night. 
ANCHORAGE: The Roads of Savona offer a safe and spa 
anchorage. Depths of 25 m. 

Important limits: It is forbidden to anchor North of bearing 270° 
red light. It is forbidden to anchor East of bearing 360° from ther 
light between 15th May and 30th September. 

Shipmaster's Report: April 1983. 

In any season the limits are: 

North Border — bearing 305° from red light “Frandgiflutti’. 

South Border — bearing 340° from Point Lat. 44°18 % 
Long. 08° 29’ 27.5” E. 

RESTRICTIONS: Night entrance is considered for each case depe® 
on type of mooring and vessel's draft. At Savona berths, vesse 
maximum draft berth in daylight at high tide. No restriction 
unberthing. 
MAX. SIZE: See “Berthing”. 
HEALTH: Free Pratique may be requested by radio from “Sat 
Savona” prior to vessel's arrival except for vessels coming 
countries subject to sanitary control, for which the Harbour Docio'® 
go on board in order to expedite Free Pratique. Free Prat 
automatic for vessels eee after calling at another Italian pot® 
other port belonging to E.E.C. — In the event of any disease 0" 
contact Agents. 
RADIO: Roma Radio. ; 
VHF: Pilot station on Channel 13, day and night. Harbour Masters? 
on Channel 16, day and night. Port Authority on Chane 
(Tel. 019-85541). 
TUGS: Tugs join vessel in vicinity of Savona port entrance or 
Ligure just off the berth. Ship's line usually used. If tug line use? 
plus 20% is charged. : 
CRANES: The port is equipped with modern mobile cranes ¥* 
following capacities: 

2 Portainers, 45 tons capacity under spreader, 43 m. outrea®. 

2 Transtainers, 35 tons capacity under spreader, 17.9m* 

height, 15 rows. 

2 Mobile cranes “‘Italgru 820" for containers. 

2 Mobile cranes “Gottwald 260 E” for containers. 

3 Telescopic “Ormig” for general cargo, 75 tons capacity. 

2 “Ormig” for general cargo, 150 tons capacity. 

1 “Linkbelt” 120 tons capacity. 

13 Shore bridge cranes from 5 tons to 6 tons capacity. 
2 Shore electric cranes 20 tons capacity. 
6 Stockyard mobile container cranes. 
97 Forklifts from 1.5 tons to 32 tons capacity. 
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Length Depth Remarks 
(m.) (ft.) 
64 \ 
220 | 
145 23-26 
210 
150 
84 29 
345 30 
60 17 Tugs 
235 ) 
290 23-36 
130 } Savona silos 
74 32 
480 16-20 Fishing, supply 
boats, pontoons. 
140 32 Molo Miramare 
40 24 
180 
205 Waiting, repairs 
ne 460 51 
ure 
eee | 2 Berths for 
container 
vessels 
south Quay | 900 10-15m. 1 Berth for 
Ro/Ro vessels 
North Quay 1 Berth for fruit and 


1 berth for 
Ro/Ro vessels. 

@ECIALISED CARGO-HANDLING FACILITIES: Funiviaria Plant is 
upped for quick discharging of cargoes in bulk (coals and ores) by 
sans of 4 electric transporters capable of handling 1,300 t.p.h. It is 
sely connected to overhead wire railway, capable of carrying 
M@tp.h. to its storage, the capacity of which is 600,000 tons. Depth 
angside 32 ft. 6 in. 

Cereal Silo belonging to “Savona Silo S.p.A.” with depth alongside 
#35. has a capacity of 60,000 cu. m., it is fitted with 2 pneumatic 
overs having an intake of 500 t.p.h. and one loading tower with capacity 
Wtph. The berth can accommodate vessels of 40,000 d.w.t. with 
$t draft. 

Steel Terminal of 12,000 sq.m. for the movement of metallurgical 
méucts. The terminal is equipped with adequate facilities for the 
wage and reloading of the goods. 

4 Berths No. 14 and 15, the steel transit shed belonging to “Must 
§PA." covers an area of 2,400 sq.m., half of which is covered and 
yovdes 10,000 tons of storage. 

414 storey parking house capable of containing 3,000 cars. Ro/Ro 
eminal available. 

Parking yard of 12,000 sq.m. intended for the parking of vehicles to 
tebaded, with a capacity of 1,200 vehicles. 

Container terminal in Savona Basin includes an area of almost 50,000 
sm. for the storage and the shifting of the containers. 

Stockyard for empty containers of 10,000 sq.m. with a capacity of 
‘00 TEU with adequate handling facilities. 

Terminal in Savona Basin for cellulose and forest products includes 
Im. of loading quays for ocean-going vessels; roofed warehouse of 
wet 8,000 sq.m.; 60,000 cu.m. capacity for 20,000 tons of goods. Three 
%eds for woodpulp provide further areas respectively of 4,200 sq.m., 
220 sq.m. and 1,200 sq.m. Furthermore the construction of a timber 
"general cargo warehouse of 1,100 sq.m. surface area is underway. 
‘ese facilities are served by 1,600 m. of railways, 300 m. out of which 
#foofed; over 200 trucks available for forwarding goods by road. 
mo storey warehouse for general cargoes having a capacity of 

cu.m. 
Py berths available for Ro/Ro traffic, and parking area of 

1000 sq.m. 
do Ligure: Pier San Raffaele is fitted for discharging and loading 
"@ vessels with cargoes in bulk (coal for the Italiana Coke S.p.A.). 

‘uth Unloading Pier: Length 160 m. Depth 41 ft. 2 slewing grabs, 
red rate 10,000 tons per day. Berth accepts vessels up to 50,000 


Werth Loading Pier: Length 128 m. Depth 30 ft. 1 loader, rate 2,000 
"Sper day. Berth accepts vessels up to 30,000 d.w.t. 

Cereal Silo belonging to Messrs. Ceres S.R.L. is capable of handling 
sels up to 60,000 d.w.t. Depth alongside 40 ft. Storage capacity 
500 tons; discharging rate 800 t.p.h.; re-forwarding rate 500 t.p.h. 
“sler Terminal: Length of berth 300 m. Unloading/loading plant for 
“odstutfs and other refrigerated cargoes at Porto Vado North. The plant 
“sists of conveyor belts which from the holds load goods directly onto 
rs failway-cars and vice-versa. The rate is about 300 tons per line 
s,'€8) per shift. Packages weight: up to 35 kg. Packages size: up to 
a. oo. x350 mm. Refrigerated storage capacity 6,000 
ieVEDORES: Ordered by ship's Agent, no separate ETA required. 

1 AL: All facilities available. 
7 RS: Esso Pier: Length 345 m. Depth at head 33 ft. Discharge 
oy 000 t.p.h. Storage capacity 200,000 cu.m. Vessel moors to buoys 
“* Uses anchor. 

Thing and Mooring: Night berthing is not permitted. 
thi ally, 1 tug is used by vessels of up to 14,000 d.w.t. and 2 tugs 
th sed for larger vessels. The tugs tow on the hook using ship's lines. 

We 'S Used for unberthing. 
may Ssels approach the berth from a general Easterly direction and are 
Ye "9 off the head of the pier and backed stern first into the berth. 
‘he berthing at the pier head use both anchors with about 7 shackles 
te aes secure lines from the stern to 4 mooring buoys near 
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Agip Agrimont Pier: Length 700 m. Depth at head 39 ft. Discharge rate 
700 t.p.h. Storage capacity at Vadoil 300,000 cu.m. Vessel moors using 
ship's anchor and 5 buoys. There is a berth along the North side for 
tankers unloading sulphuric acid, unloading rate 300 t.p.h. 

Industria Italiana Petroli Pier: Length 420 m. Depth at head 31 ft. Vessel 
moors to 4 buoys. Discharge rate 800 t.p.h. Storage capacity in excess 
of 100,000 cu.m. 

Isaoil Pier: Length 435 m. Depth at Head 31 ft. Vessel moors using ship's 
anchor and 4 buoys. Discharge rate 250t.p.h. Storage capacity 
100,000 cu.m. 

Berthing and Mooring: Night berthing is not permitted. 

Normally, 3 tugs are used for berthing. The tugs tow on the hook using 
ship's lines. 1 tug is used for unberthing. 

Vessels approach the berth from a general Southern position steering 
North. When about 500 m. off jetty head, starboard anchor is dropped. 
With tugs’ help, the vessels are swung in order to present the stern to 
the head of the jetty. Port anchor is dropped. Normally 7 — 8 shackles 
of chain are used. The stern is moored with 2 lines on each of the 
4 buoys. Vessels up to 15,000 d.w.t. can be moored, maximum draft is 
about 29 ft. Synthetic ropes are recommended. 

Sarpom Buoyage: Approximately 1,340 m. from the Quiliano mouth 
there are the pipelines Quiliano-Trecate’s buoys at a draft of 115 ft. for 
mooring tankers up to 260,000 d.w.t. 

By means of its submarine piping they get a pumping rate of over 
10,000 t.p.h. Its plant ashore contains a coastal storage from which goes 
a pipeline 146 km. in length reaching the Sarpom refining mill (See 
“Quiliano Terminal’). 

DENSITY: 1025. 

FRESH WATER: Can be supplied alongside the quay by hoses, rate of 
delivery 10 t.p.h. The cost amounts to 4,026 Lire per ton plus 19,012 
Lire for the use of hose up to 50 m. long; plus 38,024 Lire for the use 
of hose up to 150 m. long; plus 57,036 Lire for the use of hose over 
150 m. long. Possible to supply fresh water in roads, weather permitting. 
FUEL: All grades available from major oil companies and supplied by 
pane only. 

FIRE PRECAUTIONS: Tankers or vessels handling dangerous cargoes, 
are requested to use vigilance prevention fire service carried out by 
2 men, one on board and the other ashore, supplied by the “Cooperativa 
S.Barbara III°” (fire org No repairs or gasfreeing to be carried out 


without permission of Port Authority. 

CONSULS: 
Denmark Tel. 828814 Netherlands Tel. 821422 
France "813055 Spain o 821747 
Malta 85551 Sweden " 809471 
Norwa 821747 


REPAIRS: All types of repairs possible except drydocking. 

In Savona the Classification Society is represented by the R.I.N.A. 
(Lloyd’s Register of Shipping). The A.B.S., N.V., etc., are represented 
in Genoa (40 km. from Savona). 

SURVEYORS: General cargo and bulk cargo Inspectors available at 

Savona or in case of need from Genoa. Petroleum Inspectors such as 

sera a Duyn available at Siracusa with office in charge also for 
avona. 

Locally available only Italian Register of Shipping (R.1.N.A.) all other 
Classification Societies available from Genoa. The representative of 
Salvage Association available from Genoa. 

GANGWAY/DECK WATCHMEN: Optional, can be employed from 
shore if required. 

HATCHES: Opening/closing hatches normally carried out by crew, on 
peal stevedores can be arranged. 

CUSTOMS ALLOWANCES: Bond sealed. 50 cigarettes or the 
equivalent in tobacco per person for the first day in port, wine and spirit 
allowance is made for normal daily consumption on board. 
REPATRIATION: All facilities available for crew changes, good railway 
connections. 

AIRPORT: Genoa (Cristoforo Colombo) distance 40km.; Milano 
(Malpensa and Linate) distance 210 km.; Torino (Caselle) distance 
149 km. 

TIME: GMT plus 1 hour. From April to September, GMT plus 2 hours. 
HOLIDAYS: New Year's Day, (ist January); Town's Patron Saint, 
(18th March); Liberation Day, (25th April); Easter Monday; Labour Day, 
(1stMay); Assumption Day, (15th August); All Saints Day, (1st November); 
Immaculate Conception Day, (8th December); Christmas Day, 
(25th December); Boxing Day, (26th December). 
POLICE/FIRE/AMBULANCE: Police, Tel. 828868; Ambulance, 
Tel. 827272 (White Cross), Tel. 806868 (Red Cross); Fire, Tel. 33333 
and 86244. 


EMERGENCY CO-ORDINATION CENTRE: Harbour Master, Station of 
Savona. Tel: (019) 856666 (Officer on duty 24 hours a day). 


TELEPHONE: Can be connected on board. 


SERVICES: Cleaning of holds can be carried out by Impresa “Pippo 
Rebagliati’; tank-washing is possible only if the washing water is kept 
on board. Compass adjusting performed by Prof. G. Manella, c/o 
Nautical Institute. 
BANKS: 

Banca D’America e D'Italia, Via Garibaldi, 5, 16100 Genova. 
Tel: 284141 (with automatic selection). Telex: Baigen 270023. 

The above bank is a branch of Bank of America, San Francisco. 

Banca Commerciale Italiana, Via Paleocapa, 121 r. Tel: 386407. 
Telex: 270059. 


Banca Nazionale del Lavoro, Piazza Marconi, 3. Tel: 802061. 
Telex: 270313. 
Banca Popolare di Novara, Piazza Diaz, 41. Tel: 828881. 


Telex: 331037. 
Banco di Napoli, Via Vegerio, 27. Tel: 37285. Telex: 271092. 
Banco di Roma, Piazza Diaz, 48. Tel: 386818. Telex: 616184. 
Cassa di Risparmio di Savona, Corso Italia, 10. Tel: 83111. 
Telex: Carisa 271075. 
Istituto Bancario S. Paolo di Torino, Corso Italia, 90 r. Tel: 802051. 
Telex: 270514. 
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STORING: See ‘Prelims’. 

1. Vessel can be stored both by barge or truck. 

2. Vessel can store from barge during loading or discharging. 

3. Trucks can proceed along side at the berth only in the commercial 
port and not at the private piers. 

4. Fork lift trucks can be used on the jetty to handle stores. 

5. Goods which make up stores loaded or transhipped on vessels 
sailing from Savona, are considered goods in-transit or re-exportation 
when foreign and considered final exportation when national or 
nationalised goods. 

6. Local riggers and on request stevedores can be employed to assist 
with storing. 

SHIP SUPPLY SERVICE: Provisions are supplied by the local ship 
chandlers. 

Names and addresses are as follows: 

La Naval Proweditoria, Via Chiodo 6, 
Tel: 822715. Cables: Navalprovis. 

Francesco Baglietto & Figlio, Via Piave 33, 17047 Vado Ligure (Italy). 
Tel: (019) 886400. Telex: 271120. Fax: (019) 886444. 

For vessels not alongside a quay, crew and passengers are landed 
by the motorboats of the following firms: 

1.M.A.R.T. s.n.c. di Spezialetti - Saccone & C. Impresa Marittima 
Artigiana Rimorchi Trasporti, Corso Vittorio Veneto 50/10, 17100 
Savona (Italy). Tel: (019) 802537 — 828917. 

La Torretta Trasporti Marittimi  s.r.l., 
17100 Savona. Tel: (019) 821224 - 821260. 

Trasmare s.n.c. Trasporti Marittimi, Via Aurelia 332, 17047 Vado 
Ligure. Tel: (019) 886062. 

Any extra or emergency services can be carried out by the tugs owned 


17100 Savona (italy). 


Via Paleocapa 15/5, 


yy: 
Soc. Carmelo Noli fu Giovanni, Sbarchi Imbarchi Spedizioni Rimorchi, 
Piazza Rebagliati 3, 17100 Savona (Italy). Tel: (019) 821254, 821118. 
Telex: 272293. Fax: 821254. 


Name g.r.t. pi h.p. Class 
m. 

Luigi Noli 398.00 37.90 3,000 Ocean-going 
Lombardia 197.52 31.11 2,500 Ocean-going 
Piemonte 197.52" 591-11 2,500 Ocean-going 
Carmelo Noli 274.30 33.36 1,700 Ocean-going 
Giuseppe Piaggio 177.45 27.74 1,600 _ 
Riviera 173.00 30.00 2,040 — 
Priamar 173.00 30.00 2,040 — 
Liguria 291.00 29.80 3,726 Ocean-going 
Capo Vado 291.00 29.80 3,726 Ocean-going 


SHORE LEAVE: Allowed. Launch service available for vessels on the 


roads. 

Gia CARDS: Shore passes issued by the Immigration 
ice. 

DELAYS: Normally no delays expected. 

DEVELOPMENTS: A company named Interporto Vado |.O. has been 

established, and will provide the management of a 120,000 TEU/year 

container terminal which became operational on 15th March 1994. 

AUTHORITY: Ente Autonomo del Porto di Savona, via Gramsci 14, 

17100 Savona, Italy. Te/: (019) 85541 (with automatic selection). 

Telex: 271462 EAP SV. FAX: 019-827399. Cables: Portautonomo, 

Savona. Contact: Ing. Roberto Manzini, Managing Director. 


TARANTO: 40.29 N. 17.13 E. 


DOCUMENTS: 

6 Crew Lists. 

6 Passenger Lists. 

Provisions Manifest. 

Manifest of Crew Personal Effects. 

Cargo Manifest. 

Arrival Report, completed on arrival. 

Maritime Declaration of Health Certificate, completed on arrival. 

Ship's Certificates including Italian Anchorage Dues. 

Vaccination Certificates for sighting. 

PILOTAGE: Pilotage is obligatory for vessels over 500 g.r.t., both for 
entry and leaving from Mar Grande. The Pilot boards arriving vessels 
at a distance of not less than 1 mile from the lighthouse of Capo S. Vito, 
and leaves on sailing when the line between the S. Vito and S. Paolo 
lights has been passed. 

RESTRICTIONS: Entry allowed day and night. 

In Mar Grande, the bottom slopes gradually upwards from the mouth 
(more than 30 m. at the centre) to the facing coastline (about 14 m.). In 
Mar Piccolo, the maximum depth of 12.5 m. in the first inlet and of 9.5 m. 
in the second inlet which slopes upwards towards the coast. 

Vessels drawing more than 16 m. must pass to the West of the light 
buoy with radar reflector located about 1 mile to the South of the mouth 
of Mar Grande and which indicates the Western limit of two areas of 
17 m. and 18 m. depth. 

Passage through the navigable channel: Merchant vessels whose 
passage necessitates the opening of the swing bridge and all foreign 
flag vessels must obtain authorisation to pass through the channel from 
the Port Captaincy. Methods of passage are indicated in the 
Mediterranean Sailing Directions. 

Prohibited Areas: To the South of the Islands of S. Pietro and S. Paolo 
is an area in which transit is prohibited. 

MAX. SIZE: Tankers up to 72 ft. draft may berth at buoy mooring. 

Also see ‘“Berthing”’. 

HEALTH: Free Pratique is automatic for vessels coming from E.E.C. 
countries. From other countries it may be obtained via radio, by applying 
to “Sanimare Taranto” between 12 and 6 hours before arrival. 

Yellow fever vaccinations could be arranged by calling Bari port doctor 
to Taranto with two days’ notice. 
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(See Plan) 


-_ 
Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng 


RADIO: Vessels at sea may communicate with Taranto by the fo, 
means: 
By R/T via Crotone Radio, listening continuously on 2182 kip 
By VHF via Bari Radio, listening on Channel 16 from 0600 ~ 24, 
By VHF via the Port Captaincy, listening continuously on 
and the Pilot Station listening continuously on Channel 12 (Pilots, 
and safety only). 
Tankers: Tankers carrying/or to load over 2,000 tons of Den, 
products have to send a cable 36 hours in advance to “Compa, 
Taranto” containing the following details: 


Ship Type/call sign/name/flag/g.r.t./n.r.t./d.w.t. 

Age Age of the ship/LOA/draft fore-amidship-aft, 

Arr ETA to pilot station. 

Cargo Type/quantity of cargo on board/or to be loades 

Fire If vessel equipped with inert gas system am 
efficiency. 

Solas Whether Safety Certificates issued according ips, 
1960 or Solas 74/Protocol 78 or Solas 74. 

1.0.P.P. Date/place/validity |.0.P.P. Certificate. 

Paris Date and place where carried out last 6 my 
inspection in European ports in accordangs ; 
Paris 1982 Memorandum. 

Poll Date and place of issuance/validity of C 
Insurance or other financial security in resp: 
civil liability or oil pollution damage — not Tova, 

Remarks Any news concerning deficiencies to hullenp 


steering gear/safety equipment. 

Tankers belonging to countries who are not signatories to they 
74/Protocol 78, will have to anchor in Mar Grande Roads and are sy 
to a visit by the authorities as per Memorandum of Understand 
Port State Control. 

TUGS: 6 tugs (1,000—1,920 h.p.), available. Compulsory for vessels, 
20,000 g.r.t., 2,000 g.r.t. carrying hazardous cargo and vessels » 
have to pass through the navigable channel. 

BERTHING: Outer Harbour: Quay Nos. 1/2, combined length, 1% 
(32 m.); max. draft, 26 ft.3in. (8m.); Quay No. 3, length, ® 
(250 m.); max. 27 ft. 10 in. (8.50 m.). 

Italsider Pier: Eastern side (for discharge of ore, coal, steel se 
length, 4,456 ft. (444 m.); depth alongside 52 ft. 6 in.; max: 
allowed 50 ft. Vessels up to 200,000 d.w.t. have berthed at Ita 
Jetty No. 4. Length 1,353 ft. Depth alongside 80 ft. Discharge, 
for iron ore (2 Dravo unloaders) 1600—2400 m.t.p.h. Disc 
throughout 24 hours. 

Also see “Regulations”. 

Western side (for discharge and loading of finished goods): Ley 
1,566 ft. (477 m.); depth alongside 33 ft. 

Safety: During Winter time, berths are subjected to heavy swellw 
may force vessels to leave same, as the breakwater effew 
protects only the Eastern side. However, work is now in prop 
to lay new breakwater, which should also render safe the Wes 
side. 

Head of the Pier: Width, 448 ft. (136.55 m.); max. length of ve 
459 ft. (140 m.) or up to 525 ft. (160 m.), subject to vessels # 
at Western and Eastern sides being berthed at not less than '§ 
(50 m.) from head of pier; depth alongside, 32 ft. 8 in., (10m 

Cement Pier: Max. depth is 8.50 m.; suggested max. draft 82 
(26 ft. 10 in.); max. vessel length acceptable, 120 m.; rate of lo 
(in bulk): up to 280 mt.p.h.; (in bag): up to 35 mt.p.h. 

BRIDGES: 1 bridge in Inner Harbour. Opening times: 0020 — 0420! 
0830, 1510, 2110 hrs. Opening on Agent's request to Harbour Mé 
(24 hours’ notice requested for day opening time). Max. speed" 
canal, 6 knots. i 
STEVEDORES: Available. Normal working from 0700 to 1500 his’ 
work performed in overtime/and/or holiday, the ‘Tariffs to the Wort 
are increased as follows: 


Day Shift Increase 
Weekdays 1500-2300 hrs. 40% 
2300-0700 hrs. 80% 
Saturday 1100-1500 hrs. 40% 
1500-2300 hrs. 40% 
2300-0700 hrs. 80% 
Sunday 0700-1500 hrs. 50% 
1500-2300 hrs. 80% 
2300-0700 hrs. 100% 


MEDICAL: Civil hospital and private clinics, also military hospié! 
ambulance service of Italian Red Cross. 

TANKERS: Aviation Gasoline Oil Jetty: Tankers moor with 2 a@ 
and with stern made fast to 4 buoys. Connection by stern. Vessel 
up hoses (9 in.) from the jetty (breadth 9 ft., length 1,476 ft.). Lew 
pipeline from 0.5 to 1.5 miles. 

Access to vessel by boat. No water or bunkers available. Mat? 
25 ft. Night crossing of Mar Piccolo up to and from jetty is not ai 
Navy Oil Jetty: Pier, terminating in 2 quays, which may ai 
2 vessels each. Max. draft 33 ft., hoses 300 mm. Night move® 
allowed. 

Petroleum Pier: Exclusively used for handling petroleum product? 
4 berths and is connected by several pipelines with Shell (# 
Refinery, as well as with the bulk plants belonging to Agip, and Inds 
Chimiche de Gaeta, which are all located in the industrial area of 
adjoining the petroleum port. Access to the pier is through a dock S 
long and 33 m. wide. The pier itself is 560 m. long. ‘ 

Berth Nos. 1 and 2 (after berths), max. length of vessel, 
(557 ft. 3in.); max. draft, 9.50 m. (31 ft.2in.). Max. depth, © 
(32 ft. 9 in.). Bunkers from line, (8 in. hose, 10 in. pipeline). We 
barge. Loading arms, 2 of 10 in., 3 of 8 in. 

Berth Nos. 3 and 4 (fore berths), max. length of vessel, 2 
(682 ft. 5 in.); max. draft, 10.50 m. (34 ft. 5 in.); max. depth, 1! 
(36 ft. 1 in.). Bunkers and water, as per berths 1 and 2. Loading? 
6 of 10 in. 


is fitted with 1 line for each product to be loaded (14 lines) and 
line for ballast discharge. Any quantity of ballast may be received 
in pier. AcceSS to the pier for provisions only via boats. 
you Shell Terminal for discharge of crude oil is situated in Mar 
ooh NE. of St. Paul's Island. Distance 3,000 m., and bearing 048° 
wn ight at the head of St. Paul Breakwater. Vessels moor at Q Buoys 
re port anchor down. Buoys are equipped with intermittent red lights 
wt quick-release hooks. 
a. (2x12 in.) are signalled by marker floats and have to be 
py vessel with derrick capacity at least 8 tons. The terminal is 
me ced with the refinery by a 34 in. pipeline, 5 km. long. Max. length 
ceptable 330 m., Max. draft 72 ft., max. d.w.t. 200,000 tons. 
oy s recommended for berthing with good weather and without 
se-westerly winds. Night mooring and unmooring allowed. 
a Anic Terminal: Vessels moor with 2 anchors and with stern made 
wo 4 mooring buoys. — Z 
vaimum draft 26 ft. 3 in. (8 m.). Under rough weather conditions 
oe may have to leave the terminal, position being exposed. No 
~eorng at night allowed, while unmooring is permitted. Supplies, 
ypxers, water, and connections with vessel by barge. 
“cg methanol, tank inspection is usually carried out in the roads, before 


wy Ferrandina SPA Terminal: 3 sea lines, the hoses of which must 

ited from the sea bottom by ship's gear. 1 sea line (6 in.) is used 

»oad methanol and 1 (6 in.) to load soda. Third (3 in.) sea line is for 

wer Port side hose connection. Pipe-line length 0.25 miles. 

vessels moor with starboard anchor and made fast to 3 buoys astern 

si tport. Night movements are not allowed. Max. draft 22 ft. 

yes ec length 85m. ‘ ; 

sustrie Chimiche Di Gaeta, G.I.D. Terminal: Situated further West of 

sw Terminal, it has 3 sea lines with hoses of 6 in. and 10 in., which 

oe | wwe to be lifted from sea bottom. 

he! vessels moor with port anchor and make fast to 3 buoys astern and 
‘yoy forward starboard. Max. draft 22 ft. Night movements not allowed. 

4: | DENSITY: 1029 — 1031. Tides negligible. Maximum variation 1 ft. 

m: | FRESH WATER: Available at all quays from 0700 to 1700 hrs. Also 
salable by barge of up to 190 tons capacity. 

%  AEL: Available by barges from Agip; Shell and Sincat. 48 hours’ notice 


fe ested, aside from usual stemming. Also available at the tanker 

@ | teths by pipeline. 

tg ubricating Oil. Available from Shell, Mobil and Esso. 

«(RE PRECAUTIONS: Performed by fire brigade and compulsory to all 
ekers undergoing repairs/dry docking. It is requested and paid for by 
shipyard, which afterwards charge same directly to the Owners. 

@  NSULS: Spain, France, Panama and Norway. 

SEPAIRS: All major repairs undertaken. 

ve | ORY DOCKS: 2 floating docks owned by Stabilimenti Navali Societa 

| wr Azioni Taranto (Telex: 860020) with dimensions as follows: 

es Dock No. 1 Dock No. 2 

er | Length at support level 699 ft. 8 in. 808 ft. 4 in. 
length overall 765 ft. 4 in. 869 ft. 4 in. 

se | Seadth at support level 121 ft. 3 in. 137 ft. 1 in. 

fr | Depth 29 ft. 8 in. 27 ft. 9 in. 

{| Ling capacities 28,000 tons 40,000 tons 


Max. draft acceptable in channel leading to the shipyard is 33 ft. 
GANGWAY/DECK WATCHMEN: Available. Hourly cost, lire 450 per 
waichman used (lire 500 on Sunday and holiday). 

QPENING/CLOSING HATCHES: Usually carried out by crew, but 
sevedores also carry out this operation. 

WSTOMS ALLOWANCES: 40 cigarettes and 1 opened bottle wine/ 
snts per man. 

#EPATRIATION: Good facilities exist. 

HRPORT: Located at Grottaglio, 20 minutes by car from the city. It is 
sved by 4 daily connections with Rome, and 1 to Naples. 

TE: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer. 
HOLIDAYS: New Year's Day (1st January); Epiphany Day (6th 
vary); Saint Joseph's Day (19th March); Liberation Anniversary (25th 
‘wil); Easter Monday; Ascension Day (19th May); Corpus Domini Day 

% June); Labour Day (1st May); Republic Foundation’s Day (2nd 
ne); Saint Peter and Paul's Day (29th June); Assumption Day (15th 
‘wust); All Saints’ Day (1st November; National Unity Day (4th 
vember); Immaculate Conception Day (8th December); Christmas 
4) (25th December); Saint Stephen's Day (26th December); Town 
2nt Patron’s Day (10th May), at Taranto. 

PHONES: No facilities for placing telephones onboard. Vessels in 
tefoads may make connection via VHF radio. 
SERVICES: Compass adjusting, divers, frogmen, daily refuse collection, 
*. available. 
**p collection: Societa Armatoriale, Taranto provide a slop collection 
“vice for ships passing by Taranto. 

Slop-ship Panda (about 16,000 cu.m.) is equipped for removal of 

ge water, dirty ballast and slops, having a loading rate of about 

cu.m./hr., with oil/water separators capable of 150 cu.m./hr. 
Va company’s mailing address is Societa Armatoriale Sri, Corso due 
Pe 18, 1-74100 Taranto, Italy. Telex: 860864 (AB: diver i). 
wid LEAVE: Allowed. 
co MFICATION CARDS: Required. Shore passes issued by local 
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Aca Safe A 


*EGULATIONS: Safety Regulations for Coal Vessels: Vessels arriving 
Coal for Taranto should follow the following safety procedures: 
len Master has to cable (Prior to entering port) to the Harbour Master, 

“anto (cable “compamare taranto”, telex 813199 compta) stating: 
(2) Dangerous coal characteristics according to IMO Regulations, 
@ .€. to which class does the coal belong. 
) That crew shall adhere to IMO requirements in handling such 


go. 
(c) That Opening devices for hatch covers have been recently 
¢ checked/maintained. 
) That Cargo does not show any sign of self-combustion. 
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(e) That hatch opening operation shall be carried out taking into 
due consideration every precaution suggested by the type of 
cargo. 

2. Should all requirements as per No. 1 not be duly fulfilled, the Harbour 
Authorities shall order the vessel to be placed in a safe position and 
wait for the port chemist to attend on board. 

3. Unloading operation is subject to previously opening and ventilating 
all holds and adjoining spaces which might contain gas. 

4. In addition to all safety rules enforced by the Port Safety Regulations 
and competent authorities, safety regulations are to be followed 
during sea passage, while lying in roads or at port, i.e. signs must 
be displayed prohibiting smoking, use of naked flames, chipping or 
using any other ignition source close to the cargo spaces or any 
adjoining space. 

Any possible repair work must be authorised by Port Authorities. 
Similar signs must be shown under receiver's care on quay. 

5. No incompatable activities can be carried out on board the vessel 
and/or on the quay. No repairing/maintenance work can be carried 
out within 15 minutes from holds opening. 

6. All necessary precautions must be taken during discharging 
operations to avoid cargo spilling in sea to prevent any pollution. 

GENERAL: The port area of Taranto comprises of areas: 

Mar Grande: : 

(a) The commercial port defined to the East by the S. Eligio Mole and 
to the West by the first projection (S. Cataldo Mole). 

(b) The industrial port defined to the East by the second projection 
and to the West by the fourth projection of the industrial sector, and also 
to the West by Punta Rondinella, beyond Mar Grande. 

(c) The oil port constituted by the |.P. Pier (this also includes Agip 
and Montedison), by the pipeline terminals of Agip and Anic- 
Liquichimica, together with the |.P. buoyed area. 

(d) The military pier of Chiapparo as far as operations of merchant 
vessels are concerned. 

Mar Piccolo: 

(a) The Cariati and Garibaldi Berths. 

(b) The berths and basins of the Taranto Shipyards. 

(c) The Military Aeronautical Forces Pier as far as operations of 
merchant vessels are concerned. 

The usages of the berths in the port of Taranto, apart from various 
contingent arrangements made by the Port Captaincy Command, are 
as follows: 

Commercial Port: S. Eligio Mole: For bunkering from land to vessel, for 

restocking bunker deposits, for embarkation of port services: Pilots, 

mooring gangs, fire watchmen, for the launches of Customs and Police. 

In relation to the requirements of the port services at S. Eligio Mole, 

vessels carrying various cargoes may also berth. 

S. Eligio Berth: For pontoons and tugs. 

Wharf No. 1 (Commercial Berth): Intended for commercial traffic. 

1st projection (S. Cataldo Mole): Intended for commercial traffic. 

Wharf No. 2 (between the 1st projection of S. Cataldo Mole and the 
2nd Italsider projection): Intended for commercial traffic. 

Industrial Port: (Partly under concession to Soc. Italsider of Genoa for 

the Fourth Taranto Ironworks and partly to Soc. Cementir). 

2nd Italsider projection: East Side: For discharging ore and coal. 
Head: For discharging Category C oil products; West side. For loading 
and discharge of metal products. 

Wharf No. 3 (between 2nd and 3rd Italsider projections): For loading 
and discharging metal products. 

3rd _ Italsider projection: East and West Sides: For loading and 
discharge of metal products. Head: For discharging Category C oil 
products. 

Wharf No. 4 (between 3rd and 4th Italsider projections): For loading 
bagged cement. 

4th Italsider projection: East Side: For discharge of iron ore and coal, 
and for loading bulk cement. 

Italsider Mole (new port basin to the West of Punta Rondinella): West 
Side: For loading and discharging metal products. 

Oil Port: (Under concession to the companies |.P., Agip, Montedison 

and Anic-Liquichimica). For loading and discharge of oil products of all 

hazardous categories and chemical products. 

Cariati Berth: For motorised fishing vessels and small fishing craft. 

Garibaldi Berth: For fishing vessels and laid-up craft. 


SHIPMASTER’S REPORT: December 1988. 
The following Information Sheet was supplied to the Master by the 
Agent on vessel's arrival. 


VHF: Commercial calls Channel 16 via Bari Radio. 
Harbour Master/Pilot Channel 12. 
Launch service Channel 10. 


All vessels anchored in the roads must keep watch on Channel 12 
from the 15th to the 20th minute of each hour for the purpose of receiving 
orders, or news of their interest, if any, from the Harbour Master. 
Pilotage/Linesmen/Towage: Pilotage and linesmen service are 
compulsory for all vessels over 500 g.r.t.; however vessels up to 2,000 
g.r.t. may avail themselves of VHF Pilot service at a 60% reduced rate. 

Towage service is compulsory for all vessels over 20,000 g.r.t. (at 
least 3 tugs up to 40,000 g.r.t. and then 4 tugs) whilst, for tankers, tugs 
are compulsory as follows: 


2,000 to 5,000 g.r.t. 1 tug (minimum) 


5,000 to 15,000 g.r.t. 2 tugs 
15,000 to 30,000 g.r.t. 3 tugs 
over 30,000 g.r.t. 4 tugs ” 


Towage of vessels with inactive engines is subject to 40% increase. 

Towage lasting more than one hour (two if canal crossing involved) 
ed aa to 30% increase for each subsequent half an hour or portion 
thereof. 
Robbery/Pilferage: Night watching service by crew members or 
authorised sworn watchmen is recommended in view of robberies having 
occurred in the past on board vessels berthed or anchored, especially 
concerning paints and ropes. 
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Safety in Roads: When a vessel is anchored in Mar Grande Roads, it 
should be borne in mind that the nature of bottom is mainly clay/mud 
and offers very bad holding ground; therefore, under strong S./S.E. 
winds (which occasionally blow in Taranto) the anchors may drag and 
consequently, danger to the vessel arises. 

Bonded Goods: Upon arrival in port, Customs grant for crew 
consumption purposes, 50 cigarettes for each crew member and 1 bottle 
of spirits for every 10 crew members, which should be used within 
48 hours of vessel's arrival. 

Crew Lists: According to IMO International Convention 19/10/1971, upon 
arrival and departure, Harbour Master requires an updated Crew List 
on IMO approved forms. 

Ship's Documents: We take the liberty to remind the Master that 
Outward Clearance granting, is subject to following certificates being 
valid: 

Safety Equipment. 

Safety Radio. 

Safety Construction. 

Load Line (including annual survey). 

Deratting Exemption. 

Launch Service: Vessel's launches cannot be used for connection with 
shore. Boat service is made available by an authorised firm at an official 
tate, which is increased by 70% from 1700 hrs. to 2400 hrs. weekdays 
and from 1200 hrs. to 1700 hrs. on Saturdays; by 100% from 0700 hrs. 
to 2400 hrs. on holidays and 1700 hrs. to 2400 hrs. on Saturdays; and 
by 200% from 0000 hrs. to 0700 hrs. any day. 

Bunkering: Bunkering operations may be carried out only by barge. 
While bunkering, an engineer and a fire watchman (sent onboard by the 
Harbour Master on signing the bunkering authorisation) must stand-by 
and hose area must be properly lighted during night-time. 

Any spillage on deck must be immediately cleaned up. 

Water Pollution: Port Authority closely watches this matter and Masters 
are kindly invited to take all necessary steps to avoid any possible 
pollution. Also vessels discharging ore/coal are not allowed to wash 
decks in port (including roads). 

Should any pollution be caused and vessel's responsibility proved, all 
expenses involved in carrying out the cleaning will be for vessel's 
account (to be paid for prior to departure) or Master shall be sued by 
Court. 

Garbage Collection: Daily collection of garbage from vessels is 
compulsory and is carried out by the authorised firm (Nigromare) by 
means of a motorboat, and a supporting slip must be signed each time, 
even if no garbage is given. 

Note: The service covers only galley and crew garbage collection. 
Disposal of other ship's waste is subject to a charge, to be agreed each 
time. 

Water Supply: Water is only available by barge (except Pier No. 1 in 
Commercial Port). Minimum charge is for 25 tons. At least 24 hours 
notice should be given to Agent. 

Provisions/Stores: Provisions and stores to be delivered by barge only. 
ee wieigeed Request: Cash must be requested 24 hours prior to being 
needed. 

No foreign currency available unless remitted directly to Master from 
abroad and sufficient notice is given to Agent to arrange collection in 
due time. 

Repairs: Authorisation to carry out repairs of any kind is subject to an 
application to Harbour Master, on forms obtainable from Agent. 

Hot work (involving naked flames) in the engine room, is always 
subject to Port Chemist's attendance. 

Tankers, including OBO/OOC vessels, must also obtain a “Gas-free 
Certificate” for the area affected by the repairs (even if carrying iron ore/ 
coal). When above vessels are performing loading/unloading operations, 
authorisation is also subject to Master's Declaration that vessel is always 
ready to shift with her own engines at any time. 

Landing Spares: Any landing of spares for repairs and/or shipment must 
be authorised by Customs, through Agent. 

Seamen Signing-off for Repatriation: Please note that, according to 
Italian law, seamen signing-off for repatriation are not allowed to take 
any bonded goods out of the harbour area. Inspection of baggage is 
usually carried out by Customs Officers when landing. Furthermore, 
owing to Italian Money Exchange Regulations, a crew member leaving 
the country, is not allowed to take abroad more than 200,000 italian lire, 
while no limitation exists on foreign currency exportation, if crew member 
can provide valid evidence of how currency obtained. 


AUTHORITY: || Comandante Colonello di Porto. Telex: 813199 Compta |. 


TORRE ANNUNZIATA: 40.45 N. 14.27 E. (See Plan) 


DOCUMENTS and all General Information — refer to “Naples”. 
Arrival: An inspection is made on board by the Finance Guard (Customs 
Department) to check cargo documents in respect of goods and the 
composition of provisions on board. Then the Master of the vessel or 
his Representative (Ship's Agent) presents to Customs the manifest for 
arrived goods together with relative commercial documents. At the 
request of the Ship's Agent, the landing of goods is authorised on the 
“Discharge Copy” of the manifest which sets out each individual item 
to be landed. 

Goods can be discharged into the Customs Warehouse or Private 
Warehouse to await Customs Clearance. 
Departure: Prior to departure of vessel, the Customs releases a 
Departure Manifest, setting out a list of any goods in transit or destined 
for other Italian or foreign ports. 
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- 
Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng 


PILOTAGE: Pilotage is obligatory for vessels over 500 gr} 
effected by a pilot of the Castellamare di Stabia Corps of pin” 
8072490. Pilots use a wooden pilot cutter 10 m. long and with; 
of 10 knots. ‘ 
RESTRICTIONS: Entry permitted during daytime only for Ves 
excess of 80 m. LOA. 

Mainly a fishing port with few facilities for larger vessels, 
not to be suitable for larger vessels during winter months due tO fn, 
high winds and heavy swell within the harbour. 

MAX. SIZE: Length 472 ft., draft 29 ft. 

VHF: Radio station of the Port Captaincy, with VHF unit 
between 0800 hrs. and 2000 hrs., listening out on Channe| jg 
working on Channel 15. ; 
TUGS: The port has no resident 74 available; if required, they « 
requested from Castellammare di Stabia. : 

2 line boats available to assist with mooring. 

BERTHING: Calata Crocelle: 1 berth only. Length 302 m. or 
200 m. is in use. Depth alongside 6 m. — 7m. Used for COM ng, 
operations and by fishing vessels. 

Molo di Levante: 1 berth only. Length 250 m. Depth 8.5 m. -9m 4 
for commercial operations; general cargo, cereals, iron Pipes, « 
2 towers each with 2 suction pipes, rate of each tower 400 tpn; 
silo is owned and operated by Societa Lavorazione Cereg, 
Mezzogiorno (Tel: (081) 8615991). : 
CRANES: 1 x20 ton quay crane. 

CARGO HANDLING FACILITIES: 1 grain silo, capacity 60,000» 
loading rate 1,200 t.p.h. Loading onto rail trucks or lorries by g 
using hoppers with overall delivery rate 250 t.p.h. 
STEVEDORES: Working Hours: 0800 — 1200 hrs. and 1300 — 17% 
MEDICAL: Port doctor available. Hospital with 100 beds. 
FRESH WATER: Available. 

FUEL: Available. By tanker or barges owned by Messrs. Gam 
Naples. 

SURVEYORS: None. 

WATCHMEN: Not available. 

AIRPORT: Naples Airport (Capodichino) is 23 km. away, and: 
domestic services to Rome, Milan, Bologna, Brindisi, Catania, Ge 
Palermo, Turin, with 2 international flights per week to London. 
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EMERGENCY CO-ORDINATION CENTRE: Comando in Cap — 


Dipartimento Militare Marittimo del Basso Tireno (Military Navas 
Command for Lower Tyrenia), Via Santa Lucia, Naples. Tel: § 
406244. 
BANKS: Banca Commerciale Italiana, Corso Umberto | 153) 
8615100. 

Credito Italiano, Corso Vittorio Emanuele Iil® 307. Tel: 861524 

Banca Nazionale del Lavoro, Via dei Mille. Tel: 8612003. 
STORING: See “Prelims”. 

. Yes, using own means of handling. 
Yes. 


Yes. 
. See above. 
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6. Yes. 

GENERAL: The port has no Ship's Agents, Forwarding Agents, orl 
Suppliers. 

Two road vehicle weighing bridges on the East Mole, one opee 
by Customs with a capacity of 40 tons, and one by SO.LA.CEM: 
a capacity of 80 tons. 

There are ample electric train services to the rest of Italy from’ 
town station. Torre Annunziata is connected by motorways (Aj) 
Naples and Salerno, and by main roads to Naples, S. Giovanni Teas 
Salerno and Sorrento. 

Post, telegraph and telephone offices are a short distance fron! 
port in the town. 

One lifeboat, 2 engined with a speed of 30 knots, 7.5 m. long, 
by the State and operated by Circomare. 

There is no Fire Brigade. 

The port is subject to a slow siltation process due to the River # 
which comes into the sea 1 mile to the South. 

The cross wind is from the West. The Scirocco and the Libeccio@ 
a strong dangerous surf for vessels berthed at the quays. 

The tide brought up by the Libeccio sometimes comes right ov 
West Mole. 

When works currently in hand are terminated, involving’ 
construction of a small elbowed quay about 130 m. long in the 
area of the port, this will supply a safe berth for fishing vessels.” 
will also be advantageous for the nearby Calata Crocelle, which wi? 
remain available for commercial operations only. There are good # 
for future development. 

DEVELOPMENTS: Calata Crocelle being extended by 35m 
Breakwater being extended. 

AUTHORITY: Ufficio Circondariale Marittimo di Torre Annunziata.¥ 
Crocelle No.1, Porto di Torre Annunziata, 80058 Torre Annu 
Tel: (081) 8611855, 8622978. Telex: Ciranni | 722561. Contact ¥ 
Emilio Squillante, Port Captain. 


TRIESTE: 45.39 N. 13.45 E. (See Pe 


PORT LIMITS: From Barcola (4 km. East of Capo Miramare) o¥ 
in the Muggia Bay. The roadstead is 18/24 m. deep. If Re 
declared before 1200 hrs. laytime commences at 1300 hrs. If read 
is declared between 1200 hrs. and 1700 hrs. laytime commen 
0800 hrs. the following day. The declaration of “Readiness” § 
when the ship docks at the operative pier or when the ship 

the roadstead. 
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sgcumeNTS: 
estos: 

Te no Manifests. 
; gjores List. 

. provisions List 

oy Port Authorities: 
‘nal Report. 

+ (rew Lists. 
spassenger Lists 


yholce , 
; Crew List. 
\eeenge! List. 

sore Passes, provided by Agents. 

» Port Health: ; 

verte Declaration of Health. 

uso see “Shipmasters Report”. ; : 
TAGE: Compulsory for vessels over 499 g.r.t. Location of pilot 
aon for large tankers is in approximate position: Lat. 45°37’ N., 

13° 43’ E. Call Pilot on VHF Channel 14, working Channel 10. 

“sy smaller vessels Pilot boards in approximate position: Lat. 
39’ N., Long. 13° 44’ E. 
weHORAGE: No Pilot required to anchor in roads. Normal anchorage 
s»essels awaiting entry is to the West of Luigi Rizzo Breakwater where 
~ toding ground has been reported to be poor. 
wt Size: Tankers up to 1,000 ft. LOA, draft 54 ft. 3 in. and 160,000 
wt. at SIOT Terminal Berth No. 3 and 1,076 ft. and 215,000 
WT. at SIOT Berth No. 4. 

“LTH: Free Pratique is granted by the Local Health Officers who 
vad the vessels on arrival together with Port Authorities. The Pratique 
also be requested by cable, addressed to “Sanimare — Trieste” and 
ing the port of origin, the number of crew and general health condition 
poard. 

upi0: Trieste Radio call sign IQX, operating continuously. Radio 
‘phony and/or telegraphy can be used. RTF Channels 8, 12, 16, and 
# ETA to be sent 48 hours in advance to Agent. Any change of ETA 
nore than 1 hour should be reported. 

WF: Harbour Master — call sign ‘Compamare Trieste’ on Channel 16. 
i see “Pilotage” and “Tugs”. 
6S: 8 tugs available up to 3,000 h.p. 6 tugs also available up to 
%0h.p. Tugs normally join vessel at pilot boarding station. Ship's lines 
@ Tug assistance is compulsory for tankers. Tugs equipped with 
* and foam fire fighting equipment. VHF working Channels 10/12. 
SRTHING: Max. draft allowed at berths as follows: 

‘uta Franco, Vecchio, ore pier, 28 ft.; Other berths, 21 ft. Punto 
‘co, Nuovo, ore pier, 30 ft. silos, 31 ft. 5 in.; general cargo, 31 ft. 
‘nto Franco, Scalo Legnami, 24 ft. Molo Martello, 30 ft., max. length 
inp, 171 m. Italsider, berths, 45 ft. 

Pontile Aquila, oil pier, 38 ft. Italcementi, berths, 30 ft. Vetrobel, berth, 
DLAFA., berth, 21 ft. 

Vole No. 7 (Container Terminal), max. draft 52 fi. 
YECIALISED CARGO HANDLING FACILITIES: Wheat storage-bin 
vcereals and oil-seeds, capacity 30,000 tons, with 4 pneumatic 
soaders. Auxiliary set, capacity 16,000 tons, with 3 pneumatic dockers. 
Coal and ore discharge at Pier 5: 3x6 ton bridge cranes and 66 ton 
toanes. Discharge rate 200 tons per shift. Max. draft 9.5 m. 

Coals and minerals plant, Molo V, with 7 cranes and 3 bridge cranes. 
Coals and minerals plant Italsider pier with two 25-ton unloaders. Rate 
“0 tonnes/hr. for coal and 500 tonnes/hr. for iron ore. 
genta. loading, alcohol and other liquid stowage plant, capacity 
540 cu.m. 

\laturity, conservation and disinfestation fruits and vegetables plant. 
Aetrigerant, capacity 3,700 tons. 

antainer Terminal: Quay length 650 m. (to be increased to 1,734 m.), 
‘a area 20 ha. 4 rail-mounted 42 ton gantry cranes (portainer) and 
®ermodern and special installations for unloading/loading, moving and 
‘wing containers. 

“on/Roll-off: 3 ramps at Mole No. 7. 

TEVEDORES: The working hours for the harbour operations are: ist 
®fom 0730 to 1400 hrs. 2nd turn from 1400 to 2030 hrs. On Sundays 
*Nolidays the 2nd turn is limited to ferry boats, container ships, 
"ading/loading of live animals, and to perishable goods operations. 
“omers can take advantage of a possible 3rd turn in the labour days, 
“Way to Friday, from 2100 to 0330 hrs. 

‘ght work, Sundays and holiday work, the 2nd turn of Saturday and 
“continuation of the turn is considered as overtime work. 

i All facilities available. Preferable order in advance if required 

ys. 

’NKERS: No slop discharge facilities; no repairs allowed to tankers 
; ®ading/discharge berths; no trucks or lorries allowed at Aquila Oil 
fs Which can only be approached by motor boats. 
peitions: Night berthing is not permitted at the Aquila berth except 
lankers under 3,000 d.w.t. 
:. nthe temperature is below 0°C, vessels calling at the Aquila berth, 
.,!,0 Occasions, not be berthed on account of ice layers forming on 
Beace of mooring buoys. 
ke thing operations are also restricted at all terminals when wind 
“eds 80 km./hr. (43 knots). 
se putty Advice: The Bora is a violent Northeasterly wind, which in 
ia On of Trieste blows from a general East-Northeasterly direction. It 
; “eptionally strong from November through February and can, within 
wane reach gale or hurricane force. The Bora is accompanied 
a Se in barometric pressure and a drop in temperature, and freezing 
A Ons can occur. 
z ‘ty close watch on weather and moorings is therefore necessary 
hy berths in the harbour. 
thin Owage is compulsory for vessels over 3,000 gross tons. 
“pp 9 Operations: Usual seamanship precautions must be taken 
Ween berths. 

ae are permitted after the vessel has been bonded using bonding 
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Pilot/tug/mooring boat communications during berthing operations are 
carried out by walkie-talkie. 

Two mooring boats are normally used. 
Transalpine Pipeline Terminal (SIOT). 

The following are some of the regulations for vessels calling at SIOT. 

REGULATIONS 

Arrival of Vessels: No vessels may enter the SIOT port area except in 
strict compliance with instructions issued by SIOT. 
Extraordinary Docking Conditions: Damaged vessels must report to 
SIOT well in advance of their date of arrival at the port area. Should 
SIOT consider a vessel to be unsuitable for discharge at the terminal, 
said vessel may be refused admission, or ordered to lay off, even after 
discharge operations have been started, or be admitted for discharge 
only on specially defined terms. 
Docking and Sailing Manoeuvres: SIOT does not assume any 
responsibility for the docking or sailing manoeuvres of any vessel, 
including towage and mooring and for any pollution caused by the 
vessel. Pilotage and sufficient number of tug-boats with efficient power 
are compulsory. 
Mooring Operations: 

1. The right to coeiee a berth to incoming vessels for the discharge 
of cargo rests with SIOT. 

2. All vessels must securely and tautly be moored at all times when 
at jetty. Masters’ attention is drawn to the peculiar conditions of Bora 
wind which can blow with little warning and with extreme violence. 
Hawsers and mooring lines must be secured on quick release hooks 
and pulleys provided for the purpose. 

3. Access to and from a vessel will be established by way of a SIOT 
gangway. The gangway will not be placed on board before the following 
conditions are met: 

(a) The vessel must be securely moored. 

(b) The vessel must be earthed to the jetty. 

4. Access from the ship's deck to the gangway, if required, is to be 
provided by the vessel. 

Traffic Within the Port Area: 

1. Access to or from a vessel is not permitted until the vessel has 
been properly cleared by the appropriate Authorities. 

2. Employees and Representatives of SIOT on duty must be granted 
access to the vessel to perform their tasks, the Master or his 
representatives shall furnish them with all pertinent data that SIOT may 
require and must give them permission to personally inspect all facilities 
necessary for handling cargo. 

3. Passes provided by the Police must be issued by the Master to 
crew members and other for shore leave purposes. 

4. Any person wishing to enter the SIOT port area must have in his 
possession a pass as prescribed by SIOT and the Authorities. Once in 
the port area he must report to the Pier Master for the necessary 
instructions regarding behaviour in the port area. 

5. All traffic between the ship and shore as far as it must pass through 
the premises of SIOT is restricted exclusively to the tanker jetties and 
their access roads. Unless specially authorised no motor vehicles are 
allowed on the piers. All transportation will be performed by a special 
bus-service provided by SIOT. 

Cargo Operations: 

1. Before receipt of a cargo, SIOT, on behalf of the consignees will 
measure the contents of the tankers’ cargo tanks at Trieste or may 
accept a measurement made prior to the arrival at Trieste and will take 
an average sample. 

The binding determination of the quantity received by SIOT will be 
made by means of manual gauging in the storage tanks of Trieste Tank 
Farm or with the aid of automatic measuring device and according to 
the legal, Customs and fiscal requirements. 

If the measurements in the storage tanks at Trieste Tank Farm show 
a difference exceeding 0.5% of the quantity in metric tons stated in the 
loading documents, SIOT will notify in writing the Master, if possible, 
advising at the same time the consignee. 

2. All sea valves, overboard or other appropriate valves, isolating the 
cargo system from the sea, must be closed prior to the start of discharge 
operations and must be checked and where possible sealed. Where 
tankers are fitted with normal ballast system such sealed valves may 
only be opened with the consent of SIOT and providing alternative cargo 
isolating valves can be closed and sealed. 

In all other cases valves must remain sealed and closed throughout 
discharge. Authorisation to open these valves must be obtained from 
SIOT prior to ballasting. 

3. Discharge operations should be carried out as far as possible, 
without interruption and within the shortest possible time. The maximum 
pressure permissible on the shore gauge is 10 bar. 

4. The completion of discharge shall be agreed by both, SIOT and 
the Master and if required by the Master or the consignee, both shall 
sign a “Qualified Certificate on the Petroleum Remaining On Board”. 

5. Should any complaint arise which may have a bearing on the 
quantity or the quality of the cargo, or on the discharge operations, SIOT 
will lodge a protest in writing, the receipt of which must be confirmed by 
the Master. 

6. Inert cargo tanks and tank washing with petroleum: 

(a) Discharge of inerted ship tanks and tank washing with petroleum 
when agreed to by the Port Authorities will only be permitted when it is 
carried out in full accordance with the “Guidelines for Tank Washing 
with Crude Oil", latest edition, published jointly by: International 
Chamber of Shipping and Oil Companies International Marine Forum 
London. 

(b) In particular, inerted cargo tanks of vessels shall remain sealed 
and kept under positive inert gas pressure throughout the stay alongside 
except as required for cargo measurement and sampling. 

Vessel Berth Occupancy: 

1. The estimated discharge time and time for normal ballast operation 
shall be mutually agreed between SIOT and the Master or his authorised 
representative. 
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2. The pumping program shall be determined in agreement between 
SIOT and the Master. SIOT is entitled to interrupt discharging and have 
the berth cleared in case of emergency. 

3. Upon completion of the discharge and ballast loading the vessel 
shall clear the berth subject to consideration of safety. Bunkering and 
fresh water loading, if required, shall, if possible, take place during 
discharge. 

4. As berth occupancy time, tankers shall be allowed the running 
hours tabled below appropriate to the cargo quantity, Sundays and 
holidays included: 

Max. Allowed 


Cargo Quantity Running Hours 


(1,000 tonnes) excl. COW incl. COW 
up to 50 30 39 

50 up to 100 33 42 
over 100 36 45 


It is expected that the unloading rate per hour will exceed 5% of the 
total cargo capacity of the respective vessel. 

Running hours shall commence when the vessel has her first rope 
ashore and shall end when the unloading arms are disconnected on 
completion of discharge and the last rope ashore is off. If the unloading 
is prohibited and/or interrupted at the request of SIOT or by request of 
the Authorities, the running hours shall be extended by the same number 
of hours that the unloading was prohibited and/or interrupted unless the 
reason for prohibition and/or interruption is due to circumstances for 
which the Shipper and/or Master are responsible. Any period exceeding 
the above mentioned running hours requires special approval from 
SIOT. In exceptional circumstances SIOT has the right to request a 
vessel to vacate the berth. 

5. SIOT will set up a list of vessels which have failed by their own 
fault to meet the berth occupancy time referred to above and reserve 
the right to refuse these vessels for future deliveries. SIOT can also 
refuse vessels which to SIOT's reasonable judgement may endanger 
its installations and/or increase SIOT’s risk of liabilities towards third 
parties. 

Special Services: 

1. SIOT will provide a bus service between the berth and the entrance 
gate of SIOT port area, the costs of which will be charged to the ships 
via their Agents. 

2. Connections for telephone service to ships will be provided by 
SIOT. This service and phone invoices will be charged through the ship's 
Agent. 

3. Fees for any other special service rendered by SIOT to a ship, will 
be charged through the ship’s Agent. 

Safety Regulations: 

1. All safety measures in the SIOT port area shall comply with the 
ISGOTT and the local safety regulations. In case of different 
requirements the most stringent ones have to be applied. 

2. It is strictly forbidden within the SIOT port area to smoke, to carry 
any open fire or any equipment with glowing parts, or to use any fire- 
kindling devices or lighters other than those expressly admitted in special 
cases by the competent authorities or by SIOT. 

3. No hot repair work is allowed whilst a vessel is alongside the SIOT 
jetties, unless, under exceptional circumstances permission has been 
granted by SIOT and the Port Authorities. 

4. All other repairs whilst at the jetties, will only be permitted after 
consultation with SIOT and sanction obtained. 

5. It is the responsibility of the vessel's Master to report a fire on his 
vessel to the SIOT Pier Master. The latter will inform immediately the 
Fire Brigade and the Harbour Master. 

Every vessel is required to have a fire wire constantly adjusted to the 
water line forward and aft while on the berth. The ISGOTT Safety Check 
List shall be used on all vessels visiting the SIOT Marine Receiving 
Facilities. Failure to comply with this list may well cause cargo operations 
to be delayed. 

6. Portable Walkie-Talkie sets should only be used for mooring and 
unmooring. It is strictly prohibited to use them during discharging and 
ballasting operations unless they are approved and intrinsically safe in 
compliance with the ISGOTT. 

7. Vessels must not be immobilised without permission being 
obtained from SIOT and the Port Authorities. 

Special Incidents: 

1. Any incident affecting the safety of the vessel or jetty, any fire and 
serious accidents on board or caused by the vessel must be reported 
at once to SIOT. 

2. Masters must ensure that as soon as any oil is spilt from their 
vessel all cargo operations will be stopped and may only resume 
operations if authorised by SIOT. 

3. Incase of imminent danger, and if the circumstances warrant, SIOT 
shall have the right to discontinue cargo operations and take any action 
considered necessary for the safety of the vessel and/or the terminal. 
As far as the safety of the vessel is concerned any such action shall be 
taken in consultation with the Master. If the danger results from the 
vessel the measures shall be taken at the vessel's expense. No claim 
will lie against SIOT for any damage resulting from any such measure 
taken reasonably. 


GENERAL: SIOT Marine Receiving Facilities are owned and operated 
by SIOT (Societa Italiana per |'Oleodotto Transalpino). They are situated 
in Muggia Bay in postion Lat: 44° 36’ 36” N., Long: 13° 46’ 36” E. and 
fall under the administration of the Trieste Port Authority. 

The Marine Receiving Facilities consist of 2 finger piers each with 
2 berths, for oceangoing vessels, discharging crude oil and petrol 
products to the Trieste Tank Farm. 

Approaches: The Marine Receiving Facilities are approached from the 
North Adriatic Sea. A dredged channel joins the Gulf of Trieste to the 
piers. The channel is 1 mile (1,852 m.) long and 200 m. wide. 

It is marked by 3 buoys flashing green, 2 buoys flashing red, and 
1 buoy flashing white. 
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Pilotage: Pilotage is compulsory. 

Arriving vessels take a Pilot about 0.5 miles West of the North, 
of Luigi Rizzo Breakwater. ’ 
Anchorage: The anchorage place is indicated by the Pilots. 

Normal anchorage for vessels awaiting entry is to the Wes; oy 
Rizzo Breakwater where the holding ground has been reported to bes 
Communications: When within range vessels should maintain om 
communications with the Agent via Radio Trieste. 

Radio Trieste will provide vessels with up to date information; 


i 
| 


In 
to movements and other matters possibly affecting their Passages 


port area. 

ETA shall be given 48 hours in advance. Any change in ETA Un 
than 1 hour should be reported. 

Minimum Manoeuvring Draft: Pilots require sufficient ballast fg 
manoeuvring. The propellers should be covered. The trim of the eg 
should not exceed 10 ft. by the stern. 

Water Depth: The dredged depth in the harbour approaches to then 
and the depth alongside Berth Nos. 2, 3 and 4 are not less than 17), 
at Mean Sea Level (MSL), at Berth No. 1, 16.9 m. 

Tides: Water levels may be raised or lowered as much as 0.6 ms 
to the tide in respect to MSL. Higher tide excursions are EXC Dip 
Additionally a deviation of 0.6 m. can be expected from predicted hes 
due to meteorological conditions. 

Tugs: There are sufficient tugs available on prior request, to asge 
berthing any size of vessels. 

The tugs vary in power, from 1,000 h.p. to 2,600 h.p. 

All are equipped with VHF multi-channel communication an, 
provided with foam fire fighting equipment. 

The tugs, tow ropes should normally be used for berthing. The nu» 
of tugs employed will vary according to the size of vessel ay. 
prevailing weather conditions. 

Berths and Max. Size of Tankers: The finger piers are orientated» 
— 247.5° (T) in the direction of the prevailing Bora wind. Currents q 
affect the berths appreciably. 

(a) Berth Nos. 1 and 2 (No. 1 finger pier 1,561 ft. = 476 m. overall ley 
Min. Size of vessel acceptable: LOA 525 ft. = 160 m. 
Min. Summer deadweight 16,500 d.w.t. 

Max. size of vessel acceptable: LOA 950 ft. = 290 m. 
Max. allowable draft at Berth No. 1 at MSL 52 ft. 6 in. = 
Max. allowable draft at Berth No. 2 at MSL 54 ft. 3 in. = 
Max. Summer deadweight 100,000 d.w.t. 

Berth No. 3 (finger pier 1,610 ft. = 491 m. overall length). 
Max. size of vessel acceptable: LOA 1,000 ft. = 305 m. 
Max. allowable draft at MSL 54 ft. 3in. = 16.5 m. 

Max. Summer deadweight 160,000 d.w.t. 

Min. size: As per pier No. 1. 

Berth No. 4 (finger pier 1,610 ft. = 491 m. overall length). 
Max. size of vessel acceptable: LOA 1,076 ft. = 328 m. 
Max. allowable draft at MSL 54 ft. 03 in. = 16.5 m. 

Max. Summer deadweight 215,000 tons. 

Min. Size: As per Pier No. 1. 

The breasting dolphins at each berth are designed to withstan’ 
impact forces of the maximum size tankers acceptable when fully# 
and approaching at a maximum angle of 2° — 3° to the berthing lt 
a maximum velocity of 15 cm./s. (approx. 0.25 knot). 

On dolphins “A1" and “A2" of both piers there are installed red (ate 
and green (below) warning lights each having a visibility of 2 miles 
Crude and Product Handling Facilities: Discharge of Crude? 
Products is via 3x16 in. diameter articulated unloading arms al ® 
Nos. 1, 2 and 3 and via 4x16 in. diameter arms at Berth No. 4. 

The shore lines are 36 in. diameter up to the root of the pier? 
enlarge into 42 in. diameter for a further 6 km. to the Trieste Tank fr 

Discharge rates of up to about 9,000 cu.m.p.h. are possible. 

Maximum permitted pressure at the shore gauge is 150 p.si * 
bar. Each pair of lines is provided with a valved cross-over nea’ 
unloading platform and all the lines are provided at shore with aw 
valved cross-over manifold which permits the use of any idle * 
unload a tanker through more than one line. 

Bunkers and Fresh Water: Fuel oil and marine diesel bunkes! 
available at all berths through 10 in. diameter loading arms situalét 
each side of the discharge rack. Fresh water supplies are availatt 
all berths and should be ordered through the Agent or the Master 

Bunker fuel is not supplied directly by SIOT and must be ordered! 
in advance via Agent. Bunker fuel by barges is not permitted alo 
the jetties, unless under special exceptional circumstances ' 
permission of Port Authority and SIOT. In no case bunkering by 08% 
is permitted during ballast or ullaging of tanks. 

Mooring Arrangements: See “Plan”. 

It is ship's responsibility to provide safe and proper mooring n® 
to prevent tankers drifting off the berth and exceeding the ope® 
envelope of the unloading arms. 

Mooring lines must be carefully tended to hold the vessel in p® 
and close to the pier at all times. 

2 shore breast wires are provided at Berth Nos. 1 and 2 ea"! 
3 shore breast wires at Berth Nos. 3 and 4 each, and it is recomm® 
that vessel should make use of them. 

The mooring dolphins F and G, at each side of Pier No. 2! 
combined to an arch-type mooring point, located at 10.55 m. above 

A similar arch-type structure exists in axis F at Pier No. 1. 

Mooring patterns and characteristics are dependent on * 
architecture and weather conditions as well as lines material. 

Mooring patterns shown in the “Plan Section” have been 
examples for standard vessels under worst experienced wind 

Assuming that tankers are securely moored with mooring lines! 
equipment in good condition, and that moorings are properly tend 
should not normally be required to restrict the freeboard of tant 
reduce the exposed windage area when alongside the berths. Hof 
should any limitation be considered necessary it will be arrive? 
consultation between the Master and the SIOT Pier Master 
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attention is drawn to the peculiar conditions of Trieste where 
1a DIOW with little warning and with extreme violence. Attention 
a grected to the “Mooring Guidelines”. 
ee ection: The fire fighting system of the Marine Receiving 
*"-consists of elevated and tele controlled monitors. On the piers 
om 4monitors at each jetty. 2 monitors are located on the platform 
an piel. other 2 monitors facing seawards are located each at the 
‘aks and 2 monitors facing shorewards are located each above the 


d. 

monitor, located at the catwalks or above the access roads, has 

of 6,000 litres per minute of water-foam compound mixture 

2 a throw of 70 m. 

“en monitor located on the platform has capacity of 3,000 litres per 
axte of water-foam compound mixture with a throw of 60 m. 

me foam compound used is fluoroproteinic liquid. All monitors are 

ently fed with sea water by means of an electric motor driven 
and a diesel motor driven pump. 

“" monitors are telecontrolled from the root of each pier. 

smain line of 24 in. supplies the water on the main trestle. From the 
aol the piers, where are located the foam mixer stations, start 4 lines 
gin. and 2x10in.) (reinforced glass fibre) located on the sea 
om These lines supply the water-foam compound to all monitors. 
sen elevated monitor is water cooled. 
iin. water-foam line is provided on each pier. 

the sea and shoreward located monitors, these lines supply 
ygierfoam hydrants along each pier. 6 water-foam hydrants are on 
torm. 

deen fire extinguishers, dry powder extinguishers of 10 kg. and 
gig. capacity are available. 
syther, all tugs are fitted with fire fighting monitors for water and 
«nm. During loading and discharging operations firemen certified by 
«a Fire Brigade are present on the pier. 
wdcal; Any medical requirements should be made through the 
esel's Agent before or on arrival. 
nly first aid facilities are available 24 hours per day at the Marine 
selving Facilities. 
nal Communications: \nternal telephones are located at each pier's 
som as well as external telephones on board each vessel moored 

ide. 
Hoes the ship’s telephones do the following: 
| To call Terminal 
dial 30 for Pier Master 
_ dial 25 for Pier Master Assistant 
1 To call Outside 
dial 0 and then the required outside number 
(also international calls are possible) 

j Ships are connected with following phones 
Berth No. 1 — Internal 21 — Outside 82 84 55 
Berth No. 2 — Internal 22 — Outside 82 84 56 
Berth No. 3 — Internal 23 — Outside 82 84 57 
Berth No. 4 — Internal 24 — Outside 82 33 70 
incoming and outgoing calls possible. 

4 Telephone Operator No. 20. 
‘ution: A combined system of floating and pneumatic barrier is 
sailed. Whilst floating barriers are laid underneath the longitudinal axis 
| teach finger pier and the main trestle, a plastic pipe with nozzles 
sctored with concrete weights on the sea bottom, connects dolphin 
Hwith dolphin A2, thus protecting Berths No. 2 and 3. A similar plastic 
tenozzle surrounds the sea bottom area occupied by vessels moored 
#8erth Nos. 1 and 4. Along each berth spot lights are installed in order 
salow detection of oil spill, at night time. In the case of oil spillage, air 
spressors, supplying, via a 6 in./4 in. air supply system, the respective 
sdubble oil barrier, are started by remote control. 

‘bubbles emerging from the pipes on the sea bottom form a water 
’m able to contain oil within the encircled area. 

‘i expenses in connection with anti-pollution measures, skimming 
‘yes and bubble barriers included, will be totally charged to the 
‘sponsible ship. 

‘nts: Most shipping Agents visit all vessels on arrival and several 
"s during the duration of the vessel's stay. 
he Agent's offices are all situated in the town of Trieste and Master 
"id be well advised to ensure they have the office and the home 
*shone numbers of the Agent's clerk dealing with their vessels. 
“portation: SIOT provides transport from the platform to the 
ance gate. Ship's personnel are recommended, to order a taxi either 
9g the ship-shore telephone or from the watchman’s office 
Walking through the SIOT port area is not permitted. 

Lae and private cars are not allowed within SIOT port area. 

. "este centre is about 5 km. by road. 

“we Washing: Crude washing is allowed under the prescriptions and 

Sowing the procedures contained in “Ordinance No. 928/82 — 1st June 

, 'Ssued by the Port Captaincy of Trieste. 

we! the above Ordinance No. 928/82 can be obtained through 
, S Agents. 

OORING UIDELINES: See “Plan”. 

‘ ‘order to prevent damage to the loading arms, and possible pollution 
a harbour, it is of the utmost importance to ensure that a vessel is 
a Permitted to move off the berth and exceed the operating envelope 

“he unloading arms. 

‘ advice contained in these Mooring Guidelines has the objective 
teeing that any tendency for the vessel to “drift off’ and cause 
Woo to the loading arms and pollution is avoided. 

9 Examples: The following, as well as the mooring plans, are 
on the theoretical calculations according to OCIMF standard and 
Worst wind conditions. 
Nd loads corresponding to gusts of 92 knots or maximum winds *of 
155 from E.N.E. (Bora) and to gusts of 65 knots or maximum winds* 
Nots from all other directions. 
ds of a duration of minimum 30 seconds. 
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All the lines considered to be wires (steel lines) with MBL (minimum 
breaking load) of: 83 tons (36 mm. dia.) for ships with more than 100,000 
d.w.t. MBL 66 tons (32 mm. dia.) for ships with less or equal to 100,000 
d.w.t. 

The windage area and the tankers’ architecture as used in this 
example, especially as far as hawse-holes positions are concerned, 
have to be regarded as typical for the various classes of vessels calling 
at Trieste, but cannot be considered always applicable. 

The Masters’ attention is called on the fact that these guidelines have 
to be regarded as examples only and must be implemented accordingly 
depending on quality of lines used, MBL of the same, vessel windage 
area as well as forecast of weather conditions. 

In particular we recall the Master's attention on: 

(a) If lesser breaking load mooring lines are used vessels should 
endeavour to provide additional lines (together with any shore wires 
which are available), as nearly equivalent restraint capability as possible. 
Mixed mooring of wires and synthetic should be avoided. 

(b) If mixed moorings of wire and synthetic or natural fibre are used, 
it is important that, due to the differing elasticity of these materials, their 
use in the same direction of restraint shall be avoided. If possible, wires 
shall be used as breast lines. In addition, 2 shore breast wires are 
provided at Berths No. 1 and 2, and 3 breast wires at Berths No. 3 and 
4, and it is recommended that vessels should make use of them. 

(c) The discharging arms are vulnerable to damage should vessels 
range or move off the berth. It is essential that a vessel is held securely 
alongside throughout the discharge. 

Special care has to be taken in providing lines which must not have 
excessive elasticity to ensure sufficient transverse restraint. 

(d) Full steam pressure must be maintained and be available to all 
mooring winches throughout the period vessel is alongside. 

(e) As soon as a vessel is secured, brakes on all mooring winches 
must be secured. Winches shall not be left on automatic tensioning. 

(f) Masters shall ensure that mooring lines are in good condition and 
free of visible defects. Winch brakes or securing devices should be in 
efficient operating order. In case of vessels in excess of 100,000 d.w.t. 
winch brakes should be capable of withstanding a load of 60% of the 
MBL and this should be supplemented in strong wind conditions by 
ensuring winches are put in gear with power applied in the heave 
position. 

(g) An efficient watch must be maintained throughout the vessel's 
stay alongside. 

(h) SIOT is entitled to stop operations and/or summon tugs if it 
appears that vessel's movement will endanger the discharging arms, or 
in the absence of an alert and efficient deck watch. All pertinent 
expenses will be charged totally to the vessel. 


Action Guidelines for Adverse Weather Conditions: The following 
guidelines are drawn up in order to assist SIOT’s and vessel's personnel 
in determining the course of action to be taken during stages of weather 
deterioration, when wind threatens to blow the vessel off the berth. 

Masters are cautioned to use them only as a guide, as the physical 
characteristics of individual vessels may vary according to the type of 
vessel and the nature of the mooring used. Any limitation considered 
necessary will be arrived at by consultation between the Master and the 
SIOT Pier Master. 


Valid for All Berths and All Wind Directions: 

Discharge can continue regularly in wind Forces up to 7 (30 knots or 
15 m./sec.). 

Discharge to be stopped” if the wind is in the ranges from Force 7 
(30 knots or 15 m./sec.) to Force 8 (37 knots or 19 m./sec.) and the 
cargo on board is less than 30% of the summer d.w.t. 

Discharge to be stopped” independently from the quantity of cargo 
on board if winds over Force 8 (37 knots or 19 m./sec.). 

*When stopping discharge for wind conditions loading arms should 
be drained and disconnected, the crews and engines kept on standby 
and tugs alerted if necessary. 


Weather Forecast: Weather forecasts are not available at the piers, but 
the local Meteorological Institute may provide them on a phone call. The 
accuracy of this service cannot be guaranteed and Masters should be 
alerted for conditions which may differ from those provided in the general 
forecast and ensure the safety of the vessel and the Marine Receiving 
Facilities. Masters will be aware of the fact that the prevailing wind 
blowing at Trieste has an E.N.E. direction, can blow with little warning 
and gusts can reach 100 km./h. or more in an extremely short time. 


SIOT MARINE RECEIVING FACILITIES: 
Berth No. 1 Berth No. 2 Berth No. 3 Berth No. 4 


Water depth at Mean Sea 55 ft. 4in. 57 ft. 57 ft. 57 ft. 
Level (16.9m.) (17.4m.) (17.4m.)  (17.4m.,) 

Raising or lowering of water 

level on predicted heights 

due to meteorological 

conditions 0.6 m. 

Maximum allowable draft 52ft.6in. 54ft. Sin. 54ft.3in. 54 ft. 3in. 
es lal on water (16.0 m.) (16.5 m.) (16.5 m.) (16.5 m.) 
leve 

Min. size of vessel (d.w.t.) 16,500 16,500 16,500 16,500 

Max. size of vessel (d.w.t.) 100,000 100,000 160,000 215,000 

Min. length of vessel (m.) 160 160 160 160 

Max. length of vessel (m.) 290 290 305 328 

Max. discharge rate 
(cu.m./h.) 9,000 9,000 9,000 9,000 

Unloading arms (with 
flanges ASA 150) 3x16 in. 3x16 in. 3x16 in. 4x16 in. 

Bunkering arms (with 
flanges ASA 150) 2x10 in. 2x10 in. 2x10 in. 210 in. 

Max. pressure permitted at 
shore gauge 10 bar 10 bar 10 bar 10 bar 


Operator: Societa Italiana per |'Oleodotto Transalpino S.p.A., Piazza 
Unita d'Italia, 7, Casella Postale 544, |-34121 Trieste/Italy. Tel: 040-69 
121, 040-827003. Telex: 460126. Code: Talin. 
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New San Sabba Terminal: 

The terminal is located about 600 m. Eastward of the SIOT Pier No. 1 
and is used for products discharge. It consists of a concrete finger pier, 
aligned in an East-Northeasterly direction with a berth on each side. 
Berth No. 1, facing S.E., is used for larger ships, while Berth No. 2 can 
accommodate vessels of up to 18,000 d.w.t. 

Cautionary Advice: The breasting facilities at Berth No. 1, particularly 
forward, are poor and a very close watch on moorings is necessary, 
especially during the Bora season. 

Berthing Procedures: Tugs are usually made fast with ship's lines just 
inside the breakwater. Ships bound for Berth No. 1 are swung seawards 
of the berth and backed onto the berth, dropping the port anchor with 
6-7 shackles in the water and mooring starboard side alongside. 

Ships bound for Berth No. 2, steer directly for the berth and moor 
starboard side alongside. Port anchor is not normally used for this 
manoeuvre, but should be ready for use in an emergency. 

Gangway: There is no shore gangway, ship should rig a safe gangway. 
Cargo and Bunker Connections: 
Dirty products: 
1 x 12 in. hard arm (ASA type), at Berth No. 1. 
1 x 10 in. hard arm (ASA type), at Berth No. 2. 

Clean products and gas oil: 

1 x 8B in. hard arm (ASA type), at Berths No. 1 and No. 2. 

Bunkers: 

1 x 6 in. flexible hose at both berths. 

Deballasting Facilities: There are no deballasting facilities. 
Stores: By barge only. 
Aquila Berth: This terminal is located on the South shore of Vallone di 
Muggia. The berth is aligned in a Northeasterly direction and consists 
of a concrete T-head type jetty with buoys for all but the spring moorings. 
Vessels moor starboard side to. 
Berthing Procedures: The manoeuvring space off the berth is limited. 
2 tugs are normally made fast on the hook, using ship's lines, when the 
vessel is inside the breakwater. On approaching the berth, the vessel 
is turned slightly to port and the port anchor is let go and slacked off to 
about 4 shackles. The vessel is then pushed on to the berth by the tugs, 
while the chain is slacked out to about 7 shackles in the water. The 
moorings are taken to the buoys by the mooring boat and made fast. 
Gangway: There is no shore gangway and vessels should rig their own 

angway. 

‘argo Connections, Handling and Ballast: The Aquila Refinery receives 
crude via the SIOT installations so only products and lubes are handled 
at this berth. 

Dirty products are handled via 1 x 8 in. flexible hose. Clean products 
and gas oil are handled via 2 x 8 in. flexible hoses, and lubes and 


bunkers via 1 x 6 in. flexible hose. All are with ASA flange connections. 


Dirty ballast can be discharged at a rate of 150 t.p.h.; maximum 
storage capacity is 3,500 tons. 
Old San Sabba Pier: 

This berth is used by small ships. Because of the very confined 
manoeuvring space. 2 tugs are normally used to assist vessels berthing. 
Ships berth port side to and the starboard anchor is used to assist in 
leaving the berth. 

General: Pollution: The port pollution sensitivity is very high. 

Each vessel alongside is surrounded by a floating barrier. 

Furthermore, the following equipment is available in the port: 

3 skimming barges (speed 16 knots), 3 cu.m. capacity. 

1,000 m. floating barrier and 20 tons of absorbent powder. 
Fire Fighting Facilities: All berths are well equipped with high level fire 
fighting facilities including remotely controlled fire pumps and foam 
monitors. Moreover, all tugs are equipped with 2 or 3 water foam 
monitors. 
Security: Shore leave is permitted. Shore passes are issued by the Port 
Captaincy and crew members’ and visitors’ identities are checked at the 
gple or boarding point. 

unkers, Lubricants, Hydraulic Oil: Fuel and diesel oil are supplied by 
pipe with no restrictions on maximum quantity. Minimum quantity 
delivery by pipe: Fuel oil 100 tons, diesel oil 30 tons. Simultaneous 
bunkering and discharge is allowed. 

Lubricants, hydraulic oils, etc., are generally available, but 3 days’ 
notice is required. They are suplied in drums by barge. 

Fresh Water: Drinking water is available by pipe. No restrictions on 
quantity. 

Distilled Water: Not available. 

Repairs: Repair facilities available. Immobilisation of main engine not 
allowed at the berths. 

Allowed at roads with tug attendance. 

No tank cleaning and gas-freeing facililties available. 

Stores: Laundry, provisions and stores area available with notice. 
Telephone: Can be installed on board. 

Special Regulations: For vessels discharging at TAL, SIOT Terminal 
cargo measurement and sampling may be required both before and 
after discharge. To facilitate these measurements and to avoid excessive 
venting when alongside, ships with an operating inert gas system are 
asked to reduce the system pressure to the safe minimum operational 
level (100-150 mm. WG.) immediately prior to the Pilot boarding for 
berthing. Detailed requirements for the safe measurement access to 
inerted tanks and for repressurisation and operation of the inerted gas 
system during actual discharge will be handed to and discussed with 
inerted ships on berthing. 

DENSITY: 1025. 


CONSULS: 
Austria tel. 90891 Lebanon tel. 37370 
Belgium tel. 37073 Netherlands tel. 61690 
Brazil tel. 35317 Sweden tel. 29182 
Chile tel. 28960 Turkey tel. 24393 
El Salvador tel. 36556 United Kingdom tel. 35760 
Germany tel. 37141 U.S.A. tel. 30221 
Greece tel. 28278 Uruguay tel. 31664 
Guatemala tel. 29551 Yugoslavia tel. 24969 
Honduras tel. 95225 
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FRESH WATER: Available by pipeline at all berths. No barges 
FUEL: All grades available, loading rate about 250 t.p.h. 48 hom A 
required. Also see “Shipmaster's Report”. " 
REPAIRS: All kinds of hull, deck and engine repairs can De carrey E 
by Arsenale San Marco and other yards. R 
DRY DOCKS: 5 dry docks available. a 
Shipmaster’s Report: January 1985. $ 
There is a new dry dock, located at Arsenale San Marco. Oy ¢ 
was the first to use it, our dimensions being: | 
LOA: 255.0 m. 


Moulded breadth: 35.3 m. A 

Moulded depth: 19.0 m. v 
GANGWAY/DECK WATCHMEN: Available but not compulsory ¢ 
OPENING/CLOSING HATCHES: Optional, but stevedores ys, y 


perform this operation for convenience. 
CUSTOMS ALLOWANCES: 50 cigarettes for each man and One ty H 
wine/spirits between 5 men. Only one allowance given while Vesse ; 
port. 
REPATRIATION: No facilities. 
AIRPORT: 15 miles distant. Two flights daily to Venice/Milan ang. 6 
for international connections. 
TIME: GMT plus 1 hour. Summertime: GMT plus 2 hours. [ 
HOLIDAYS: New Year's Day (1st January); Liberation Day (25th Ay 
Labour Day (1st May); Good Friday, Easter Monday, Assumption: 4 
Maria (15th August); All Saints’ Day (1st November); St. Giusip) 
November); Immaculate Conception (8th December); Christmas) te 
(25th December); Boxing Day (26th December); Cargo work ca, 
arranged on the above days. i 
POLICE/FIRE/AMBULANCE: Police, tel. 113; Fire, 2222; Ambul , 
68888. 
TELEPHONES: Can be installed on board. r 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Shore passes are issued by local poly 
GARBAGE DISPOSAL: A collection service is available for 
with skips provided by barges every 24 hours. Contact Tel: 040-30%3 4 
301788, 369928. Rates vary with skip size. : 
WASTE OIL DISPOSAL: A collection service is available. Contac$ Y 
Service SRL. Tel: 040-301278, 301788, 369928. Telex: 46) 
CRISMAR. Fax: 040-304977. Capacity of shore tanks/tanker ine 
100 cu.m. Capacity of barges: 1,920cu.m. Contract negote 
according to requirements. 
SEAMAN’S CLUBS: “Casa del Marinaio”, Pr. di Montfort St.3, 4 
Trieste. Tel: 040-302460. A catholic church service is available. Ty 
are telephone boxes available for international connections. 
CURRENCY: Italian Lira (ITL). 
DEVELOPMENTS: Ro/Ro terminal with 70,000 sq.ft. storage ut § 
construction. F 
Timber yard to be extended. 


/ 


L 
SHIPMASTER’S REPORT: May 1981. p 
Documents/Fuel: \f anchoring off Trieste for bunkers only the follow ! 
are required: 5 Crew Lists, 2 Stores Lists, 2 Crew Declaraie " 
No Pratique required if coming from Koper, Yugoslavia. Vessel dost | 
have to pay anchorage dues. 


SHIPMASTER’S REPORT: August 1989. f 

If repatriating any crew members who require transit visa, then A 
requires full name, passport number, place/date of birth, datepe ¢ 
passport issued, in advance. 

Vessels pay extra for use of tug lines. t 

At SIOT berths it is easier to take stores by boat. Shore gangw > 
available. 

In arrival message, Agent requests time vessel will commence 0 | 
this is so Inspector can board vessel to check equipment and certifes § 
before start of COW. 

Vessels normally berth heading outwards. 


| 
AUTHORITY: Ente Autonomo del Porto di Trieste, Punto Fr | 
Vecchio, Cas. Post 569, 34100 Trieste, Italy. Te/: 6731 (Operator). @ 
460257 Eapt D; 460365 Eapt C and 460282 Eapt C (Container Tem 
at Mole VII). FAX: (40) 6732406. Contact: Dott. Luigi Rovelli, Ge# 
Manager. 
Harbour Master, Riva 3 Novembre 13, Trieste. Te/: 630005/9 (3 
Telex: Compt TS 461181. 


VADA: 43.21 N. 10.27 E. t 
LOCATION: About 15 miles S.E. of Livorno. \ 
DOCUMENTS: Q 

5 copies Crew List. ‘ 


3 copies Provisions List. 

3 copies Crew Declarations. 

Customs documents. , 

Bill of Lading and Cargo Manifest. 

Health documents. 

Ship's papers. : 
PILOTAGE: The pilotage service, to the Solvay Jetty, is carried wy 
Livorno Pilots. Contact with the Pilot Station shall be established 2 { 
before arrival, or as soon as possible, on VHF Channel 12, to 9% 
usual ETA information. ; 

The Pilot boards approximately 0.5 miles West of the jetty fo 
mooring boat that comes from the nearby general cargo harbow 

The Pilot is available both for arrival and departure, but is 
not required for departure. 


GE: 1.0 miles to 1.5 miles West to S.W. of the head of the 
case of gales from S.E. to West, it is possible to get some shelter 
@ NE. of Secche di Vada. 
SencTIONS: Solway normally request ships to berth only in 
Departure is possible throughout 24 hours. Berthing during 
at oes is not practicable, owing to the heavy swell alongside the 
is snd sometimes swell persists when the wind force moderates. 
© Sze: Solvay Jetty: LOA 150 m., draft 8.2 m. 
dry cargo harbour: LOA 100 m., draft 3.4 m. 
. Livorno Radio (24 hours). 
i, Livorno Radio on Channel 16 (24 hours); Livorno Pilots on 
gre! 12 (24 hours); Vada Pier on Channel 9 (0800 hrs. — 1700 hrs.). 
“. Normally not used. In particular circumstances, tugs can be 
wed from Livorno (Rimorchiatori Fratelli Neri). The charge for the 
co must be contracted because there are no tariffs in force for Vada. 
NG: The berth for gas tankers is located on the Northern side 
‘ee jetty. Vessels normally berth port side alongside. Berthing 
rd side alongside is also possible, but it makes departure more 
quit when Northerly winds are blowing. 
se use of the anchor may be necessary when berthing in Southerly 
as The bottom in the vicinity of the head of the jetty is not good 


Maximum height of the manifold connection is 10.0 m. from the 
evel. The flange at the unloading arm is 6 in./8 in. 300 ASA. 

% unloading capacity is about 300 t.p.h. (provided ethylene cargo 
perature is —102°C.). 

‘te acceptable pressure at the unloading arm is 6 Bar. 

G0 FACILITIES: There is a single arm to connect with the ship's 
told. The storage capacity of the shore tanks is about 4,800 tons. 
gmpling takes about 4 hours. 

@ORT: The nearest airport is Pisa, about 40 km. 


wMASTER’S REPORT: July 1987 (updated April 1988). 

gion: 15 miles South of Livorno. 

wt B.A. Chart No. 131. 

jrunents: 

impies Crew List. 

topies Crew Declaration. 

iopies Manifest. 

‘py Health Declaration. 

isopies Cargo Manifest. 

copies Italian Port Authority Inward and Outward Forms. 

erage: Anchorage is 1.2 miles S.S.W. of the pier face. 

‘poor weather Secche di Vada Lt. 248° = 1.4 miles found to provide 
mholding ground in West winds of Force 7. 

‘age: Pilots are supplied from Livorno. Vessels should call Livorno 
‘gon VHF Channel 12, 2 hours before arrival at Vada. 

*at boards from a mooring boat about 0.5 miles S.W. of the pier. 
wrctions: Daylight berthing only and after 0730 hrs. Departure is 
asble 24 hours without a Pilot. 

* Livorno Information Service on VHF Channel 10. They are very 
wh 


i 
‘@ No tugs available. 
ing: The berth accepts vessels up to 30,000 cu.m. with a draft 
10m. 
‘essels normally berth port side alongside. The mooring boat comes 
mihe nearby general cargo harbour. 
ee to berth starboard side to, but this makes departure 


‘ye Pilot likes to use the anchor when berthing. However, he should 

ed not to use it as it makes departure difficult and sometimes 
US. 

borings in good weather consist of 3 head/stern lines and 2 springs 

bd aft. An additional forward back spring is provided by the 

%ath alongside is about 42 ft. 

‘ore gangway used. 

eberth is very exposed and berthing delays often occur especially 

‘ter. If the weather deteriorates while the vessel is alongside the 

the vessel may have to leave in a hurry. 

tlenders are good. 

® There is a single ethylene Chicksan of 8 in. which can take the 

‘“imaximum pumping rate (pressure about 2-3 Bar). 

™pling takes about 4 hours. 

© capacity of the shore tank for ethylene is approximately 

‘Mtonnes. The maximum single intake is 4,000 tonnes. The plant 

“about 300 tonnes per day for plastics. 

then The receiver of the cargo was Solvay, Telex No. 500127 Solvri, 


ty lew services available at the rigid pier. No store trucks are able 
oe down the pier. The Pier Manager will assist in getting down the 
“length of pier 1 mile) in a service car. 

Mote changes are not normally allowed. However, it would be possible 
. 2@ one or two changes as long as prior permission had been given 
Peterminal. Crew members arriving have to go to the Agent's Office 
+'"mo during working hours (between 0800 hrs. and 1700 hrs.). 

bo nearest airport is at Pisa which is about 1 hour by car. 

Pa S about 40 minutes walk from the vessel to the town, which is a 
“Sant tourist town. Money can be changed at the bank and exchange 


~rlies door to the bank between 0800 — 1300 hrs. and 1600 — 


“87'S REPORT: April 1994. 


7 Stics and restrictions of Solvay Ethylene Jetty: 
"ax. LOA 138 m. nia ies 
draft 8.2 m. 


“Uy, Old connected: Max. height 10.0 m. from sea level (when vessel 


Old location: Approximately amidship. 


ITALY 


Port side alongside. 

No gas pipeline. 

Flange at unloading arm 6 in./8 in. 300 ASA. 

Unloading capacity: Approximately 300t.p.h. (provided ethylene 
cargo temperature —102°C.). 

Acceptable pressure at unloading arm: 6 Bar. 

Management do not allow any spares to be delivered or bunker/water 
supply at their private jetty. 

Fresh provisions can be delivered by ship chandler'’s own motorboat. 

No motor vehicles permitted inside terminal. A part-private car service, 
accepted by Solvay, is allowed to shuttle people from gate to alongside 
and vice versa. 

Agent to be advised for any requirements well in advance. 


AUTHORITY: Local Port Authority: Delemare Vada. Te/: 0586-788121. 
Head Office: Capitaneria di Porto Livorno. Tel: 0586-893362. 


VENICE: 45.26 N. 12.20 E. (See Plan) 


DOCUMENTS: Minimum number of ship's papers required upon arrival: 
By Port Health: 

2 copies Passenger List. 

2 copies Crew List. 
By Police: 

2 copies Passenger List. 

2 copies Crew List. 
By Ship’s Agents: 

2 copies Passenger List 

2 copies Crew List. 

2 copies Cargo Manifest. 
By Customs: 

2 copies Cargo Manifest. 

2 copies Provisions and Stores List. 
PILOTAGE: Pilot boards 2 miles from breakwater. Master can contact 
Pilot by VHF Channel 13. 
ANCHORAGE: Anchorage for large tankers will depend upon Master's 
discretion. 
Report: January 1992. 

The position of safe anchorage for tankers approaching Malamoco 
Entrance was verbally received by Malamoco Pilot. The limits of the 
anchorage are: 


Latitude Longitude 
(a) 45° 21.2’ N. 12°24 5B; 
(b) 45° 20.8’ N. 1226.0 1E: 
(c) 45°19.26'N. 12° 25.1’ E. 
(d) 45° 19.7'N. 12° 23.4’ E. 


RESTRICTIONS: Advisable to enter during daytime and with favourable 
tide. 
Access: North: At Lido with channel depth of 11.0 m. 

South: At Malamocco with channel depth of 14.50 m. This channel at 
Southern end of Lido Island, first leading to San Leonardo tanker berth 
and then North to Marghera 

Also see “Tankers”. 

HEALTH: Health Officer boards as soon as vessel is berthed. Pratique 
can be obtained by radio prior arrival. Radio request to “Sanimare 
Venice” through Trieste Radio. 

TUGS: Tugs are available and will join vessel at breakwater and/or off 
Lido when proceeding to S. Nicolo. Ship's lines have to be used. 
BERTHING: 


Quay Berti Length Depth 
No. (m.) (m.) 
Marittima: 
Banchina Piave 1-6 850.80 7.62 — 7.92 
Testata Marmi 7-8 233.00 6.40 
Banchina Tagliamento 9-15 726.70 7.62 
Banchina Palazzo 16 150.75 7.01 
Banchina |Isonzo 17 — 22 741.00 8.84 
Testata Silo 23 103.20 4.88 
Banchina S. Marta 24 177.40 5.79 
25 — 27 286.20 6.71 
Banchina S. Basilio 28 — 29 172.55 7.92 
30 - 31 158.75 7.32 
Marghera: Mole A & B 
Banchina Friuli 1-2 376.60 3.66 — 8.23 
Banchina Cadore 3 230.30 7.92 
Banchina Veneto 4-9 1001.15 7.92 
Banchina Trento 10 220.00 3.05 
Banchina Bolzano 11 132.65 9.60 
Banchina Lombardia 12-15 573.62 10.06 
Banchina Aosta 16 165.52 9.45 
Banchina Piemonte 17 -—20 770.88 10.06 
Banchina Romagna 21 260.00 9.45 
Banchina Emilia 22 — 27 1067.89 10.67 
CRANES: 
Marittima: 29 x 1.5-—3 tons 
8 x 3-6 tons 
4 x 6-12 tons 
1 x 30 tons 
Marghera: 15 x 3-6 tons 
2 x 13-30 tons 
2 xX 22-30 tons 
2 x 12 tons 
4 x 6 tons (Bridge Unloaders) 
2 x 330t.p.h. (Bridge Unloaders), 30 tons SWL. 
2 x 1,500 t.p.h. (Bridge Unloaders), 34 tons SWL. 
5 x 300t.p.h. Grain Elevator 


Equipment: Handling equipment for general use in yards, in sheds and 
in holds in the commercial port areas of Marittima and Marghera. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng 


Mobile cranes: 
14 x 1.25 — 20 tons 
11 x 30 — 40 tons 
2 x 90 tons 
2 x 100 tons 
2 x 150 tons 
Rail-wagon moving tractors: 
7 x 31-35 h.p. 
7 x 54 hp. 
Fork lifts: 

90 x 1-3 tons 

17 x 4.8 — 8.1 tons 

11 x 12 — 35 tons 
Tractor trucks: 

5 X 132 h.p. 
Trailers: 

8 x 40 tons 
Wheeled shovels: 

16 x 1.5 — 5.4 tons 

Tracked shovels: 
2 x 1.4 tons 
Lorries: 
4 x 8 tons 
Tank truck: 
1 X< 7.6 tons 
Sweepers: 
5 x 0.8 — 76 h.p. 
Wheeled transpallets: 
5 x 1 ton. 
CONTAINER HANDLING FACILITIES: Container and Ro/Ro facilities 
in the port. 
Marittima: Ro/Ro Terminal at the lsonzo Quay: 2 Berths. 45,000 sq.m. 
marshalling area. 

Ro/Ro Terminal at S. Marta Quay: 3 Berths. 

Ro/Ro Terminal at S. Basilio Quay: 2 Berths. 1 Passenger Terminal. 
Marghera: 

Container Terminal at the Emilia Quay: 

3 berths (alongside 550 m. quayside), of which one is also a Ro/Ro 

berth. 
On quay: 

3 portainers of 48 tons capacity. 

1 portainer of 40 tons capacity. 
On yard: 

2 rail-mounted gantry cranes of 40 tons capacity. 

6 rubber-tyred gantry cranes of 34 — 40 tons capacity. 

4 mobile cranes of 40 tons capacity under spreader. 

7 fork-lifts of 12 — 35 tons capacity. 

15 tug-masters of 40 tons truck-capacity. 

20 trailers. 

180,000 sq.m. stacking area. 

Ro/Ro Terminal at the Friuli and Cadore Quays: 2 Berths, 57,000 
sq.m. marshalling area. 

Ro/Ro Terminal at the Aosta Quay: 4 Berths. 70,000 sq.m. marshalling 
area. 24,000 sq.m. stuffing sheds. 1 Passenger Terminal. 

BULK HANDLING FACILITIES: Bauxite discharging at Montecatini and 
Molo Commerciale in Porto Marghera. 

Discharge by crane grabs at rate of 2,000 tons per day at Montecatini, 
and 1,500 tons per day at Molo Commerciale. Vessels up to 28 ft. draft 
can be accommodated. 

Coal discharged at ENEL jetty and Mole “A”. Discharge rates 6,000 
tonnes per day and 6,500 tonnes per day respectively. 
STEVEDORES: The Provwveditorato al Porto Venice are exclusively 
entitled to manage all the commercial work in the harbour including 
stevedores. Vessel should en route ETA cable to Agent at least 48 hours 
prior vessels arrival to arrange gangs. 

TANKERS: Tank washings cannot be disposed of inside port. Diameter 
of loading/discharge lines 8 in. to 12 in. 

One berth for tankers at San Leonardo can accommodate vessels up 
to 85,000 d.w.t. Max. draft is 45 ft. 3 in. Good discharging and no back- 
pressure. Speedboats up to Venice take about 40 minutes. 
Discharging Berths for Tankers at Porto Marghera: 

Darsena IROM, length 570 m., depth 30 ft. 

Esso Pier: Depth alongside 26 ft. 

Shell Pier: Depth alongside 26 ft. 

Port entrance of Malamocco, at South point of the Island of Lido, has 
been reopened where a canal 12 m. deep leads to Port of Marghera. 
This canal allows large tankers to proceed to coastal storage tanks 
without passing through urban centre of Venice. 

Esso/IP: 

Berthing: Ships bound for Darsena Esso/IP proceed along the 
Malamocco channel, with the assistance of 2 tugs, up to Bacino di 
Evoluzione No. 1 where 2 additional tugs are made fast aft. They are 
swung in Bacino di Evoluzione and proceed along the Canale Vittorio 
Emanuele stern first. They then enter Darsena Esso/IP stern first. Ships 
are always starboard side to Berth 3M and portside to Berth 2M and to 
the Esso/IP berth. 

Moorings are taken ashore by mooring boats. The minimum number 
of mooring lines required for each berth is as follows: 

Berths 2M, 3M and Esso/IP 

2 head lines, 
4 breast lines (2 fwd. — 2 aft), 
6 spring lines (3 fwd. — 3 aft), 
2 stern lines. 

The use of wires is not permitted. 
1.R.0O.M. Brentelle, Berth 4B: 

Cautionary Advice: This berth is located at the junction of Canale 
Vittorio Emanuele and Canale Brentelle. Vessels are berthed starboard 
side alongside. The facilities are used by |.R.O.M. for clean and dirty 
products. There is heavy traffic in this area and care must be taken that 
ship's lines are always tight. Moreover, when a ship over 3,000 d.w.t. 
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is entering or leaving Canale Brentelle, the loadingig 
operations are discontinued and the tanker moved off Pi lV 
Maximum draft is about 22 ft. bs] 
Darsena I.R.O.M., Berths 2M and 3M: 

Berthing: Ships bound for Darsena |.R.O.M. are swung ym Al 
assistance of 4 tugs in Bacino di Evoluzione No. 1. They navigates, 
Vittorio Emanuele stern first for about 4 cables and then enter Dey PC 
|.R.O.M. bow first. Ships are always starboard side to Berth May, 
side to Berth 3M. Due to the heavy traffic in Canale Vittorio Em. 06 
care must be taken that ship's lines are always tight. Vessels Ung © 
18,000 d.w.t. or 20,000 d.w.t. are berthed. : 
MEDICAL: Hospital facilities always available. No notice TeQumy 


advance. re 
DENSITY: Average salinity of water inside port 1020. M 
FRESH WATER: Available. 4 
FUEL: All grades available and delivered by barge. Us 
CONSULS: Following are Consulates maintaining their otf. fi 
Venice. i 
Argentine Germany Norway 
Austria Greece Panama '® 
Belgium Ivory Coast Peru a 
Bolivia Lebanon Portugal 48 
Brazil Liberia Spain 
Colombia Luxembourg Sweden © 
Denmark Mexico Switzerland 
Finland Monaco United Kingiy © 
France Netherlands 
REPAIRS/DRY DOCKS: There are ample facilities for repairs. Foly i 
are particulars of Venice dry docks: % 
Minore Maggiore Principe w 
298.8 ft. 526.3 ft. 820.3 ft. extreme length o 
58.4 ft. 79.8 ft. 117.8 ft. breadth of entrance te 
1.0 ft. 1.0 ft. 3.1 ft. height of sill above bottom® _ 
19.7 ft. 29.6 ft. 36.0 ft. depth on sill at high water. 


SURVEYORS: R.1.N.A., Lioyd’s Register, Germanischer Lloyd, Ai Me 
Norske Veritas, N.K.K. and C.I.S. Register of Shipping. . 
OPENING/CLOSING HATCHES: Normally carried out by steved 
CUSTOMS ALLOWANCES: The Customs require from the a) 
complete list in duplicate of Provisions and Stores. It is paria 
important that the quantities of items such as tobacco, cigarettes, » 7 
coffee, matches, pepper, salt, spices, cars, chocolate, should bey 
accurately. Customs Officers will supervise the issue while ship; 
port. Amount of tobacco allowed out of Bond: 50 cigarettes per mz 
all foreign vessels except British and U.S.A. flags. 20 cigarettes pe d 
per man on British and American flag vessels. W 
AIRPORT: International Airport Marco Polo about 10 km. from’ 9 
Marghera. Served by regular airlines. fn 
TIME: GMT plus 1 hour. Summer Time from March to September, yy 
plus 2 hours. m 
HOLIDAYS: The public and port holidays are the following: 1st Jaw y 
6th January; 19th March; 25th April; Monday after Easter Day; ist 
Ascension Day; Corpus Christi Day; 2nd June; 29th June; 15th Aig & 
1st November; 4th November; 21st November; 8th December! p, 
December; 26th December. wi 
TELEPHONES: Telephones will be placed aboard the ship. Ht 
Nu 


SHIPMASTER’S REPORT: Porto Marghera. November 1979. 
Pilotage: Pilot station works on Channel 13 VHF. Speaks vers & 
English. Pilot launches are built to the same specification as the! (% 
Trinity House high speed launches, there are five in number. Blaa! % 
with white superstructure. Pilot ladder to be 3 ft. feet above the® 
line. Pilot boards from the rigging. In favourable weather pilot 8 fy 
about 0.5 miles East of the Fairway Buoy, in adverse weather cond® 
vessel proceeds in on leads and Pilot embarks inside the moles of 
Anchorage: Good anchorage for small vessels especially duny # 
Bora from the N.E. in 6 fathoms of water with Porto di Lido Not % 
Mole Light bearing 280° x 1.5 miles. " 
Stevedores: Port works 5 days a week in 3 shifts Monday to F® & 
1st shift 0800 to 1430 hrs.; 2nd shift 1430 to 2100 hrs.; 3rd shit! 
to 0200 hrs. 

2 shifts worked on Saturdays 0800 to 1430 and 1430 to 2100" 

Possible to work Sundays 0800 to 1430 hrs. 
Container Berth: Berth relatively new with good fenders — room! 
vessels. Two container cranes. Ample straddle loaders. Uppe® 
suitable for Ro/Ro if berthed port side to. 
Tugs: For vessels over 100 m. in length it is necessary to engage! 
for turning. 
Speed in Canal: Maximum speed through Venice and up the ca# & 
Porto Marghera 6 knots. heavy fines can be imposed for ext® Ul 
speeds. 
Cash Drawn: Customs have to approve any cash drawn ai 
essential that any excess must be paid back to Agent before depat de 


gee 


Unable to land at any other port. Me 
Customs: When proceeding from one Italian port to anot® — 
Clearance is placed on board together with one copy of ‘M ‘s 
Partenza’. Most important that Master has this copy on 
subsequent port. 7 
& 


AUTHORITY: Overall supervising (Military) authority: 1G 
Capitaneria di Porto di Venezia, Sede Zattere, |-30135 Venez® 
Tel: (041) 5203044. Telex: 410242. & 

The commercial port areas managing (Public) authority: H 
Proweditorato al Porto di Venezia, Zattere 1401, |-30123 VW 
Italy. Tel: (041) 5334111. FAX: (041) 5334200. Telex: 410344 he 
Cables: Prowiporto. Contact: Commercial and Marketing Depe™ * 
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wy Coast 
govAN: 05.18 N. 04.00 W. (See Plan) 


: The pilotage zone is limited by a circle with a 3.5 mile 

Fr ntred on the pier lighthouse of the West jetty of the entry canal. 
SEwenTS: All ships calling at Abidjan to discharge cargo will have 
oo on arrival altogether 13 sets of Cargo Manifests and 4 sets of 
‘goed Manifests for each port of loading (IMO Ciass Code for all 
gous cargoes), as the administration no longer accepts 
eaxtions of documents supplied by the Agents. Furthermore, 
are reminded to hand to Agents on arrival, 6 Crew Lists, 
ges Lists, 4 Bonded Stores Lists, 4 Crew Declarations, 6 Passenger 
“sieven if nil), 5 Animal Lists (even if nil), 5 Narcotics Lists (even if 
eg and Ammunition List, (even if nil), 5 Lists of Ports of Call and 
tion List. Furthermore, the attention of Masters is drawn to the 

tat the Customs Services are strictly enforcing the control 
on incoming vessels and very heavy fines are imposed in 
omission or mistakes in Declarations of Slop Chests, Stores 


s 


gol 
SNaniests and Bills of Lading should refer to the IMO class code 
.rardous cargoes. 6 
\gould also be noted that hazardous cargo found and not mentioned 
pve documents will have to remain on board. 
i see “Notice”. ; ‘ 
«TAGE: About 1 hour before arrival ships equipped with VHF shall 
to the Pilot station, on Channel 12 or 16, their correct hour of 
aa off the Roads; then the boarding time for Pilot shall be 
enunicated. It is essential that these times are clearly understood 
ety ship and Pilot station. 
gos shall stay in a position so they keep across the swell and the 
which both generally come from the South and they shall put the 
sadder on the lee side, i.e. Port if steering Eastward, Starboard if 
wg Westward. y Y 
jelage is compulsory, except for shifting alongside quays. For ships 
angharbour or shifting within harbour limits, request for a Pilot should 
yrade at the Harbour Master's Office at least 3 hours before sailing 
iting. For a night sailing or shifting, request must be made before 
hs 


lgning: When embarking Pilot, keep well clear of sandbank 
eding from entrance to Vridi Canal. 
THORAGE: Vessels may anchor on the outer road in 20 m. to 30 m. 
water, firm sandy bottom, also to the South and to the West of the 
iajetty of the Vridi Canal. 
SIRICTIONS: Ships may enter or leave Abidjan only between certain 
nimits. These limits can be obtained from the pilot station on Channel 
tyfrom the local Agent no more than 3 or 4 days ahead of time. 
i. SIZE: Until now the largest vessel admitted was 243 m. in length. 
sels with a length of 250/260 m. may be able to be admitted 
imately. At the present time, the maximum permissible draft is 33 ft. 
‘statts over this limit, a special request should be addressed to the 
‘Authorities, who, after taking the tide and current into consideration, 
‘iecide whether or not the vessel should enter. 
ATH: Request for Free Pratique is given by the Agent to Port Health 
‘forty, who will board vessel on arrival. 
010: Masters must radio through Abidjan — Radio their ETA and 
m 24 hours and again 6 hours before their arrival, to the Port 
immandant (COMPORT) or in his absence, to the consignee. For a 
Qlarival, the telegram must arrive at the station before 1700 hrs. 
then at anchorage off Vridi Canal, vessels should watch for signals 
®Yrdi Signal Station, which keeps continuous watch, and advise 
‘regarding the time the Pilot will board their ship. Port Captain's 
te and Vridi Signal Station keep a permanent watch on 156.6 MHz. 
©156.8 MHz. Agents may be obtained through Abidjan Radio on 
‘RkHz. Abidjan Radio answers on 1813 kHz. 
®Channels 16 and 12 are used: 16 for security and 12 for general 
% Itis strongly advised to use Channel 12. This Channel is strictly 
ed for the harbour traffic and ships wishing to talk to each other 
‘do so on a ship to ship Channel 8. 

: Installed in the Harbour Master's office. Vessels can contact 
"adar by calling “Comport Abidjan” on VHF Channels 16, 12 and 
anes” Abidjan Radio, which keeps watch on Channel 16. 


a Quay: (Banana Carrier Quay): Length 350 m., 2 berths, 
eo Length 775 m., 5 berths (Nos. 1-5) from East to West, 
ey: 1,525 m., 10 berths Nos. 6 to 15 from North to South, 
in — 44s m., 6 berths Nos. 16 to 21 from North to South, 


“0 Roll-off Berth: Length 200 m. Depth 12.5 m. 

‘emporary Roll-on/Roll-off berth is located at the North Quay of the 
"gharbour, length of the quay 350 m., depth 7 m. 
4 {ay 90 m. long, situated on the South bank of the lagoon between 
cess canal and the discharge canal (Bietri Canal) extended by a 
% 21 Piles, permits the mooring of vessels 140 m. long and with 
». draft. This Quay is called ‘Siveng Quay’ and is reserved for the 
; of the same name. 

‘i Wharfs situated on the East bank of the access canal 
», "date large vessels of more than 200 m. with a max. draft of 
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‘. 8a line” buoy situated off Port-Bouet can accommodate vessels 

<y32 length of 270 m., and a draft of 46 ft. and not exceeding 
dw.t. (See “Tankers”). 

te Ng buoys lined up in the North part of the port (Banco Bay) are 

"Ne iessels taking on timber. 

Mag ays of the port are not equipped with cranes, so loading and 
"9 operations are undertaken by vessels own gear. 
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TUGS: Tugs join vessel at the port entrance. Towing lines are provided 
by the tug. Tugs work on VHF Channel 8. 

SPECIALISED CARGO HANDLING FACILITIES: 

Container Terminal: 4 Berths (No's 22, 23, 24 and 25) each 200 m. 
length are in service. A study with regard to equipping these quays with 
gantry cranes is being undertaken. The area of the container park is 
60,000 sq.m. Loading and unloading of the containers is by ship's gear. 
Transport on the quays is made by trailers. 

Ro/Ro berth: This berth has a park of approximately 40,000 sq.m. 

Details of the ramp of the temporary berth, situated on the North quay 
of the fishing harbour are as follows: Width 17 m., height above chart 
datum 1.5 m., permissible loading 20 tons by pulley. The height of the 
quay above datum is 1.8 m. 

Vessels arriving with cereals destined for “Grand Moulins D'Abidjan” 
are received at Berth No. 1, or they are given a berthing priority. Handling 
is by means of suckers and conveyor, average rate of discharge 
150 t.p.h. The capacity of the silos is 30,000 tons. The “Grand Moulins” 
are also equipped to load pellets in bulk at this berth. They can also 
receive cereals for third parties; in this case the transporting vesse) still 
benefits from the mooring priority. 

The handling companies Transafric and Socopao are also equipped 
with suckers (Vigan pumps) for discharge of cereals. Evacuation is then 
made either by tipper lorries. (Transafric) or by direct discharge under 
hangar (Socopao). The vessels are then directed to the ordinary berths 
and do not benefit from any mooring priority. The rates of discharge are 
in the order of 50 to 70 t.p.h. 

Palm oil is usually taken on board at Berth No. 16 where 2 pipelines 
come from the oil depots. The diameter of these pipelines are 4 in., and 
the flow rate is 250/280 t.p.h. Vessels mooring at this berth do not have 
priority. These oils may be taken on board at any other berth by tankers. 

Wine in bulk is also received at the ordinary berths and also 
discharged by tankers. 

The timber yard is situated in the North part of the port. It is bordered 
by a quay of 380 m. from which the timber is put in the water or loaded 
on barges before being towed to the vessel on which it is to be loaded. 
The equipment of this park (yard) is as follows: 1 gantry crane of 20 tons 
pie 1 of 10 tons, 1 derrick of 20 tons, 3 fork lifts of 16 tons, 1 fork lift 
of 7 tons. 

The park for discharged timber is situated between the West quays 
and the fishing port; it is bordered by a quay of 350 m. called “Quai de 
Chalandge” (Lighterage Quay), depth 2.5 m. The equipment for this park 
comprises: 5 fork lifts of 10 tons and 1 of 12 tons. 

The port has 2 floating cranes: one with 150 tons capacity and one 
of 25 tons capacity. 

Mooring of tankers at the wharves of the Vridi Canal is made at slack 
water and departure at the end of high tide. It is also to be noted that, 
in spite of reinforced moorings, the mooring to these wharves is 
sometimes rendered impossible because of the heavy swell which builds 
up in the canal. 

Prime materials for manufacture of fertilizers are received in bulk at 
the “Siveng Quay” where discharge is by derricks and suckers. 

The banana carrier quays are provided with air conditioned and 
stocking hangers as well as necessary equipment for loading. 

SOGIP Shipping: Private quay for fishing vessels. Cold room with 
capacity of 2,200 tonnes at —20°C. 

STEVEDORES: Gangs must be ordered before 1700 hrs. on the 
previous day. 

MEDICAL: All medical services and hospitalisation can be arranged 
without difficulty. Crew members are obliged to have valid certificates 
against yellow fever. 

TANKERS: (Also see “Berthing” and “Shipmaster’s Reports”). 
Shipmaster’s Report: The Sea Line Berth at Port Bouet near Abigjan. 

(a) Introduction: Vessel ordered to part discharge 21,000 tons of 
crude. With a max. draft of 48 ft. 6 in., this was the largest vessel to use 
these facilities; the previous largest being about 60,000 d.w.t. (1973). 

(b) Approach from sea: Coast line is low with few distinguishing 
marks. Outline picked up at about 18 miles range (using Marconi 
Raymark), at about the same time as 100 fathom line was crossed. 
Coast is very steep-to with a pronounced rift in sea bed leading to canal 
entrance in Abidjan. 

(c) Anchorage: Vessel anchored about 2 miles from sea line terminal 
at Port Bouet. The usual anchorage is to West of canal, which would 
permit a more suitable approach to the berth. 

(d) Berth: The sea berth is situated about 1 mile S.S.E. of Port Bouet 
light. According to chart prepared by terminal authorities Societe 
Ivoirienne de Raffinage (SIR), the depths of water in the berth are 16 m. 
aft and 19 m. for'd, at chart datum. Members of the diving team and 
terminal representatives are of the opinion that there is greater than 1 m. 
more water than indicated; this is backed up by observed soundings of 
for'd depth of 21 m., with a rise of tide of 0.5 m. 

Moorings consist of four 6 in. shore wires from buoys aft; 4 similar 
wires for'd, 2 from buoys, 2 from the sea bed; both anchors are used 
with about 8 or 9 shackles of cable on each. 

Hoses are connected on port side, 2x12in. leading to a 
1x24 in. x5 km. sea line. Back pressure is limited to 7 kg./sq.cm. (about 
100 Ib./sq.in.). Berth is aligned to head into the prevailing Southwesterly 
wind. Unfortunately this places the vessel beam on to the current which 
is unpredictable in both magnitude and direction. After 9 years’ 
experience at the berth, the diving team are unable to predict for a 
particular time if the current will run at all, or in what direction or at what 
strength. Current velocities of up to 2.5 knots are normal. If the current 
starts to run at this strength at an early stage of a berthing operation it 
is probable that the operation will have to be abandoned. 

(e) Berthing: Approach to the berth is made on a heading of 145° in 
line with buoys A and B on SIR chart. During much of the approach the 
vessel is within 5 cables of the shore, but, with one exception, the depth 
of water is adequate. 

When the vessel was between 1 and 2 ship's lengths from Buoy A, 
in Grid reference position 579.030 393.280 on SIR chart, the under keel 
clearance was 15 ft., for several minutes. There was a very low, barely 
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discernable, swell running, but the approach to the berth runs with this 
swell directly abeam, causing the vessel to roll an estimated 5°; the 
effect of this was to give a min. bilge clearance of 10 ft. 

Berthing operation is routine, with some shore labour assisting with 
wires. No carpenters’ stoppers are provided for wires, but two each end 
can be made fast on to the storage drums of the winches. 

(f) Discharging: Limiting back pressure maintained by two cargo 
pumps running at 1,200 r.p.m. Discharge rate achieved was 2,237 t.p.h., 
which is usual for this berth. 

(g) Bunkering: Bunkers are available in the berth in amounts greater 
than 500 tons. As bunkers are taken via the same sea line as cargo is 
discharged, the operation is somewhat clumsy and time consuming: 
crude in the sea line is displaced by fuel oil; the hose is shifted to bunker 
connection; bunkers are taken; the hose is re-connected to cargo 
manifold; the fuel oil in the sea line is displaced by crude oil. This 
sequence of operations took a total of eight hours. If a total discharge 
was planned, it might be advisable to take bunkers in the middle of the 
discharge, in order to obviate the need to use stripping pumps to displace 
the fuel oil in the sea line, amounting to some 1,200 tons. 

Notice: /nformation for the attention of the Masters of tankers mooring 
at the S.I.R. sea-line of Port Bouet: 

The conditions at this sea-line necessitate the presence on board of 
the following personnel during operations of mooring and connection of 
the hoses. 

1 Superintendent who combines the duties of Mooring Master, Loading 
Master and chief diver. 

2 Divers who also assist in the mooring and the connecting operations. 
2 Seamen for the refinery’s launch. 

2 Assistants for the mooring and connecting operations. 

These personnel will be present until pumping starts. We would be 
glad if you would provide meals for them during this period (from 8 to 
12 hours normally). 

Usually the Superintendent and the refinery’s representative eat in 
the officers’ mess and the rest in the crew's mess. 

Once pumping has started the following personnel stay on board. The 
Superintendent; the refinery’s representative; 2 seamen; 1 assistant. 

We would be grateful if you can provide cabins and meals in the 
officers’ mess for the Superintendent and refinery’s representative and 
sleeping quarters and meals for the 3 other persons until the tanker's 
departure. 

The refinery'’s launch, the “Sirius”, helps during the mooring and 
connecting operations and serves as a liaison launch between the tanker 
and the refinery. Would you reserve a mooring berth on the starboard 
side of the tanker with pilot's ladder for access aboard? The mooring 
ropes are provided by the refinery and should be reserved for the launch 
“Sirius”. The Agent's launch or any launch other than the “Sirius” should 
— forward of this berth and should be provided with its own pilot's 
ladder. 

We thank you in advance for your kind cooperation in this matter and 
wish you a Satisfactory stay on the sea-line. 

Signed: General Manager, Societe Ivoirienne de Raffinage. 
DENSITY: Varies from 1025 in January to 1000 in November. 
FRESH WATER: Supplied from the quay at the rate of 40 t.p.h. per 
Eke Can be supplied by Sy 


F are 500 secs. fuel available from Abidjan Refinery. Advance notice 

required. 

CONSULS: The following countries are represented locally: 
Algeria Gabon Norway 
Argentina Germany Poland 
Austria Ghana Romania 
Belgium Guinea Russia 
Benin Guinea Bissau Senegal 
Brazil India Spain 
Canada Israel Sudan 
Central African Italy Sweden 

Republic Japan Taiwan 
Chile Korea Tunisia 
Colombia Lebanon United Kingdom 
Congo Liberia U.S.A. 
Denmark Mali Upper Volta 
Egypt Mauretania Vietnam 
Ethiopia Morocco Yugoslavia 
Finland Netherlands Zaire 
France Nigeria Zambia. 


REPAIRS: All types of repairs can be effected. There is a floating dock 
with lifting capacity 2,000 tons. 

(9 hae asia Services of shore watchmen are recommended. See 
“Notice”. 

PIRACY: February 1988: Whilst at anchor overnight awaiting berth, 
vessel was boarded by armed pirates who threatened crew and stole 
stores and crew effects. 

Vessel berthed in morning and worked from 0730 hrs. — 1930 hrs. 
During the night, whilst alongside, the vessel was again boarded and 
plundered. 

HATCHES: Normally opened and closed by stevedores. 

CUSTOMS ALLOWANCES: Each man allowed to retain 200 cigarettes 
and 1 bottle of alcohol. 

REPATRIATION: Can be arranged. 

ap ah Local international airport with connections to all parts of the 
world. 

TIME: GMT. No alterations during the year. 

HOLIDAYS: ist May and 7th December no work can be carried out. 
Other holidays which may be worked at overtime rates are: 1st January, 
Easter Monday, Whit Monday, Ascension Day, ist November, 
Christmas. 

POLICE/FIRE/AMBULANCE: Police, tel. 35.57.57; Fire, tel. 238/82; 
Ambulance, tel. 238/82. 

TELEPHONES: Can be connected on board if requested for vessels 
moored at Quays No. 1, 2, 4 and 5. 

SHORE LEAVE: Allowed without restriction. See “Notice” below. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng, 


IDENTIFICATION CARDS: Should be carried by crew going 
DEVELOPMENTS: The port extension project of the Locodjro get 
bank of the Bay of Banco) to be constructed. Facilities tg 
container terminal, mineral terminal, additional fishing port, Cinkan 
and additional general cargo berths. 2x40 ton gantry cranes» 
installed. ' 
NOTICE: Agent's Notice to Masters: 1986. 
REF: DOCUMENTS — SECURITY — WARNINGS. 
In order to comply with the various local regulations and Te) 
different Port of Abidjan Authorities requirements, we give deloy 
necessary instructions, information and warnings. 
(A) Documents: Upon arrival you will have to hand over the fol 
documents to the corresponding authorities: 
1. To the Agent: 4 Crew Lists, 4 Ports of Call Lists, 4 Paste, 
Lists, 1 Store List, 1 Animal List, 1 Crew Declaration List, 1p, 
List, 1 Arms and Ammunition List, 2 full sets of Inward 

2. To the Customs Officers: 1 Crew List, 1 Ports of Cy 
1 Passenger List, 1 Store List, 1 Crew Declaration | 
1 Drugs List, 1 full set Inward Manifest. 7 
To the Police Officers: 1 Crew List, 1 Ports of Ca 
1 Passenger List, 1 Animal List, 1 Arms and Ammunition; 

4. To the Health Officers: 1 Crew List, 1 Ports of Cy 
1 Passenger List, 1 Animal List, 1 Vaccination List. i 

5. Remarks: We must stress that all these above documents, 
be correctly and accurately completed, your attention is esp, 
drawn to the documents given to the Customs Officers 5 
List, Crew Declaration List, Drugs List, which will be 
nore and any discrepancies could lead to heavy fines», 
vessel. 

Customs Regulations require that any item which », 
absolutely necessary to the functioning of the ship mg 
declared. This concerns mainly any television, radio, vide 
other electrical apparatus belonging to the ship which have: 
mentioned on the Store List together with all items uw 
declared. 

Also for exchange control operations, Customs require the 
amount of foreign currency which is either personal to a: 
member or belonging to the ship's funds in excess of CFA1§) 
per man (approx. U.S.$335.00) must be declared o 
Provisions or Crew Declaration List. 

(B) Security: You are hereby advised that security wise, Abidjan! 

is quite unsafe these days, and Master must protect his ship a 
the following: 
Robberies and Pilferage of Cargo and Vessel Property: Police 0% 
watch is compulsory on vessel discharging foodstuffs. How 
additional watchmen (private or police) are recommended tos 
robberies and pilferage of cargo. Please discuss this matter wit; 
Agent who can order the necessary watchmen at your request a 
your account. 

It is further recommended to keep all cabins closed and keep a@ 
at the entrance to the living quarters. 

Prostitution: Even though they are not allowed to enter the ports 
prostitutes board vessels either from shore or lagoon side. 

You are hereby informed that such practices are strictly prot 
and vessel will prosecuted and fines levied by police ins 
prostitutes are found on board your vessel. 

(C) Warnings/Smuggling: We draw your attention on the str 
of the local Customs Regulations and hereby warn you and your 
of the heavy risks taken in case of any attempt at smuggling. 

We strongly warn crew members not to deal with anyone trying 
local produce (such as cocoa or coffee) or to buy any part of yours 
or personal effects (such as radios, televisions, videos, watches, % 
rice, fish, etc.). Please note that some of these “dealers” are 
Provocateurs” and the Customs usually prosecute the vessel wit! 
out of all proportions. 

You are also reminded that crew members are not allowed 0! 
in and out the port any personal effects or provisions of any val 


SHIPMASTER’S REPORT: October, 1983. 
Documents: Customs are very strict on Crew Declaration and! 
Lists. Fines in case of differences are very high. : 
In case you are notified of a fine you should contact your P &!: 
through your Agent. 
Yellow Fever Certificates not compulsory. 
Anchorages: Many ships that have had to anchor inside the hat 
have been boarded by armed thieves — it is preferable to wait 30° 
off coast drifting rather than anchoring inside harbour waiting fo 
Radio: “Comport" must be advised 24 hours prior to arrival. 
departure is governed by Vridi Channel. Navigational opening ® 
advised by Agent. Inward bound ships are advised to arrive 30™ 
after advertised Seta Webbed as outward ships have Pilot Prio® 
Berthing: Max. draft at Banana Loading Pier is 7.5 m. We always* 
port side to using starboard anchor. 140,000 boxes fruit usually ® 
in a 40 hour working period. Labour works as cargo is availad® 
bananas/pineapples, holds are pre-cooled to +8°C for survey 
Average rate of general/frozen cargo discharge at General 
Piers is max. 15 t.p.h. depending on transport available. 
Fresh Water: No difficulties at General Cargo Quays, but only a 
at Banana Quay by barges (whose services are unreliable). * 
preferable to give as much notice as possible. 
Watchmen: 2 ships’ watchmen on duty at night plus 2 shore wait” 
The latter are regulars appointed by Ship's Master. 
Regulations: Please note that security net under gangway is comps 
The lack of it would result in a heavy fine from the Port Authom 
If unauthorised persons are allowed on board this may result” 
fines by the Port Authority. 
Crew Safety: It is advisable to take a taxi when proceeding a 
It cannot be too stongly emphasised that NO person should ® 
ashore on his own either by day or night. 


as 


 —_—-| -— =. = 


T 
vi 
0 
T 
A 
Uu 
fi 
a 
dG 
w 
“ 
fm 
a 
1! 
2 
) 
dl 
a 
9 
.) 
f 
A 
3 
P 
th 
3 
6 
0 
w 
W 
er 
0 


TER'S REPORT: February 1985. 
gps itis advisable to declare all valuable goods such as television 
an ders, video tapes, radios and binoculars, also soft 
6 ind eer, as it is Common for Customs to impose fines of $1,000 
- i incorrect declaration is made. 
me Ship's Stores List/Provisions List must also be correct otherwise 


ag #il De imposed. 


gpwaSTER'S REPORT: August 1991. 
* perth in Vridi Canal: (See Plan) 
the pilot or Port Authority give any idea as to what can be 
oxted at this berth, and they tend to moor the vessel with bare 
of mooring ropes. 
swe is always some kind of swell in this channel, which surges the 
and causes Mooring ropes to part frequently, moreover the ebb 
ee \rom 3 hours after H.W. to L.W. is very strong. Although the tide 
+ m., this channel is the only main outlet for the water in the large 
gon and river, hence it is absolutely essential to have as many ropes 
forward as possible, and preferably port anchor dropped well 
ead before berthing, so that it can take weight of the vessel. 


OFFICER’S REPORT: August 1994. 
yssel ordered to discharge part of cargo at S.I.A.P. Berth (Texaco- 
s@-Agip) in Vridi Canal (Also see ‘“‘Plan’). 
ages Characteristics: Double hull tanker. LOA 135 m. Beam 20 m. 
“tat berth 6.50 m. Bow propeller and pitch propeller. 11,380 d.w.t. 
‘cargo on board on arrival at Abidjan 8,200 tonnes Avogas 100 LL. 
e: Vessel anchored in_ position Lat. 05° 12.8'N., 
04° 02.4’ W., 1.6 miles from land, and waited for berth. During the 
it is recommended to keep a 1 see watch to prevent possible 
eos against vessel and crew. All rs of the living quarters were 
eed, except the bridge entrance. Also, all the doors to deck stores 
ee secured, including engine room external entrance, so the vessel 
gcompletely safe. It is also recommended to clear all the equipment 
nifeboats and close the free-fall launch, if vessel is equipped with 
= To discourage boarders, we suggest illumination of the sea every 
“minutes with the searchlight. During the night, there were 
yesons on watch and nothing occurred to the ship and crew. 

_wting: The Pilot boards on the starboard side close to the entrance 
#eVridi Canal. It is recommended to leave the Q.R. Whis “AN” Buoy 
srt side as the ship proceeds for berthing with inward tide. The tug 
ssthe vessel in Vridi Canal and the towing line is provided by ship. 
tin position, drop port anchor (useful for unberthing), and start 
ming operations with head/stern line (only one by mooring boats). 
tson as possible arrange for springs and breast lines, and when the 
eis well positioned, complete mooring operation of 3/2/2 at Total. 
‘yattention when vessel is close to the circular cement dolphins, as 
tyare not well equipped with fenders. pat lyf is always starboard 
wealongside. Gangway with net to be supplied by the ship. Hoses of 
{o,8in. and 10 in. are fitted by shore personnel. It is recommended 
‘we other ropes ready as Vridi Canal is the access to the port, and 
vessels of deep draft transit the Canal, ranging at the berth occurs. 
tnalongside, keep all doors and bridge closed, to prevent stowaways 
ing accommodation. 

‘numents: Before arrival prepare following documents: 
‘) copies Crew List. 
4 copies Stores and Provisions List. 
4 copies Deck/Engine Stores List (See “Appendix”’). 
‘copies Animal List. 
‘copies Stowaway List. 
‘copies Narcotics List, with expiry dates. 
‘copies Arms and Ammunition List. 
‘copies Vaccination List (Cholera and Yellow Fever compulsory). 
‘copies List of Ports of Call. 
‘copies Cargo Manifest List (including cargo even if in transit). 
copies Crew Effects Declaration (any items such as Radios/ 
Cameras/Hi-Fi/Gold/Watches/Souvenirs/Currency/etc.). 
‘copies Ship's Currency List. 
™nigration, Port Health Authority, Fire Brigade, Customs and many 
Whandlers, the Agent and 4 watchmen board on arrival. It is very 
_ to cooperate with authorities, especially (repeat especially) 
 “ustoms. 
‘difficulties encountered and no fines occurred to the ship and 

“uities were very friendly. 

“ing the Berth: Pilot joins vessel from shore. Make sure that 

Sway check is done. 

anchor and tug (ship's line) used to shift vessel from berth, and 

*%on as the anchor is clear, tug leaves the ship and remains for 

. only. Ship turned in Vridi Canal, near the berth, using the 

"propeller only and making optimum use of the outward current/tide. 

hag ship from port side as vessel leaves Vridi Canal. 


. Ship's Manifest of Deck and Engine Stores 

Sl ee Interlacein’s ce pees 
Video Rec.Player __..... Interface Sample st... 
Flash Light (new) _—_..... 
Toews Flash Light (used) ace 


Sectr.Caiculator at Lantomy le taste 
ie CellforLantern ds... 

5 Machine siti... Cement —~—__..... 
ularS Ragse ee eres 
Wakie-Talkie ==... TOWie  # —ohptees 
rn fety Shoes (new) __..... Sodas -.. _ maw # ut 
ty PUM dimes aes Sawdust  ——_—_—_t—==nnw.n 
Ae ae Mooring Ropes... 
Sos ae Wire Ropes tit... 
ndinglLine —s_..... WT ss Barc: 
oyygen Detector sss Panta . bee ac: 
\Batteries =... Solid Soap tl... 
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Explosimeter Cal.Kit _..... Liquid Soap-__tl=#=..... 
Explosimeter __...... Powder Soap... 
Work Gloves tt... PR se 
Rubber Gloves... Thinning >. «9 deer... 
EGTA 40. Geese erie Paim Brush” 1 15...... 
Company Flags (new) ..... Paint Roll ..> <a) (he... 
Wipping Waste —_t...... Ipoc.Sodium—__—=e...... 
Neon Tube —_—___=........ Elec.Buih: ) ewe. .« 
SMA cn co, wee ceed COD) as ee CFA a 
SAUCE Bis) eum aeteased Coffeepot  _..... 
Table Knife  —s__...... Spoon, 1) Ge) eee... 
Coffeespooneit#=........ Fish Knife: 0a ea. .... 
Nufcrackend Li pion. Peppermill = = —s...... 
Kaddle #100! 1... Ulert These Saucepan >! ei eh) 2... 
Tin} Opener) po ka ek. Glasses: Gale), H© GRR 
HOU PIA weenie my ose BIAS un eee ve ents 
Oil & Vinegar Cruet _..... SugarBowlL t=... 
Cheese BowlL___t=.... iceiBucket ©) aes: 
Soup Tureen... Towel, ao 4e GR. rela 
Single Sheet —ssi=t.... Double Sheet —s—sis=#«... 
PillowsSlip' [iS to gon. Table. Cloth! enseGes bs: 
Napkine ia mes horinads Mess Jacket —=s=—aiéz.... 
Bed COVOE cn ce cee cannes Blanketeub 3,1) of Sans 
Baker Shovel sit... CutleryiKitone! @ae0-a: 
Engine Oil ae DiesellOlitiag! ea) tae 
FUC OR ce rier renter tut 


Plus anchors, chains, nautical instruments, cabin furniture, kitchen 
utensils, deck and engine equipment/furniture for navigation. 


igned ........ 
MASTER 


AUTHORITY: Port Autonome D’Abidjan, BP. V85, Abidjan, Ivory Coast. 
Liv 32-01-66, 33-14-24. Telex: 22778 Dgpaa Cl. Contact: Director 
enerai. 


AGENT: Socopao Cote d'Ivoire, Km. 1, Boulevard de Marseille, 01 B.P. 
1297, Abidjan 01, Ivory Coast. Tel: (225) 241314, 240903, 242546. 
Telex: 43261 Freight. Cables: Freight Abidjan. Fax: (225) 242130. 


SAN PEDRO: 04.44 N. 06.38 W. (See Plan) 


LOCATION: The Port of San Pedro is located at the old mouth of the 
river bearing the same name. The river has been diverted and now 
comes into the sea to the East of the hill on which a light is located. 
DOCUMENTS: 

3 copies Crew List. 

3 copies List of Ports of Call. 

1 copy Passenger List. 

1 copy Declaration of Arms and Ammunition. 

3 copies Kroo List. 

1 copy Health Declaration. 

6 copies of Manifest. 

2 copies Bills of Lading. 

3 copies List of Hazardous Cargo, disembarking or in transit. 
APPROACHES: /n Clear Weather: The first recognisable Port 
characteristics are: 

1. The lighthouse to the N.E. of the Port on a hill (Lat. 4° 44’ 55” N., 
Long. 6° 36’ 00” W.) — which is a four-sided pylon 26.8 m. high on the 
top of which is a square metal shelter with horizontal red and white 
stripes and on its middle part on the Southern side is a white sphere. 
The height of the light is 160.3 m. 

2. Hertzien Relays: Cylindrical telecommunications tower, grey in 
colour and 59.3 m. high. It is located 1,100 m. — 268° from the light of 
the Eastern Jetty on a hill dominating the Port. Its height in relation to 
sea level, is 127 m. At the top of it is a metal aerial mast. 

In Misty Weather: There is an aeronautical radio beacon (Lat. 
4° 46’ 12” N., Long. 6°38’ 58” W.) operating during the day from 
0730 hrs. to 1830 hrs. and at night on request (frequency 330 A1 call 
sign “SAP".). The request for night operation must be made to ASECNA 
at Abidjan. 

PILOTAGE: Pilotage is compulsory for entering and leaving and for 
moving within the pilotage limits, defined by a circle of 4 miles radius 
centred on the base of the Western Jetty (Pointe Quiquerez). 

All vessels wishing to enter the pilotage area of the Port must send 
at least 24 hours prior to arrival, a telegram or a telex stating ETA, 
overall length, draft, nature and tonnage of goods to be loaded or 
unloaded. 

The telegram or telex should be sent for the attention of the Port 
Commandant, or otherwise to the Consignee. 

The pilot boat is a cutter which has a black hull and white 
superstructures marked “Pilote San Pedro”. The usual summoning 
signals for the Pilot are also supported by 2 long and 1 short (G) audible 
signals on the siren. 

Pilotage is available day and night for leaving the port and for 
movements at the quay. Berthing at the buoys only possible during 
daylight hours. Departures are announced at the daily port conference. 

Pilot service not available 24th & 31st December (1800 — 0800 hrs.). 

Three hours before sailing, the ship’s Agent must confirm or modify 
the time for sailing as is expected. 

The vessel must confirm again its departure 1 hour before sailing 
(by VHF or by any other means if the vessel does not have VHF). 
RESTRICTIONS: Tides impose no restriction. However vessels drawing 
34 ft. (the authorised maximum) operate during HW to facilitate their 
movements. 


1051 


MAX. SIZE: 
Berth Max. LOA Max. Draft 
(m.) (m.) 
Oil Berth 90 5:5 
Berth No. 1 155 10.5 
Berth No. 2 200 10.5 
Berth No. 3 190 10.2 
Berth No. 4 195 10.5 
Berth No. 5 140 10.5 
Berth No. 6 150 8.5 
South Quay 150 8.5 
West Quay 586 10. 


RADIO: Vessels anchored can communicate with the Port Captaincy 
on VHF (Channel 16 and 12 with permanent watch). There is permanent 
radiotelephone watch on 2182 kHz, as well as communication by light 
signals. 

TUGS: One tug of 1,300 h.p. 

BERTHING: The port protection structures comprise of a Western 
breakwater 265 m. long and a breakwater to the East of 145 m. length. 
Access is by means of a 120 m. wide channel dredged to 12.50 m. The 
entrance passage is 200 m. wide. A heading of 291.5° leads to the port. 

The channel gives access to a manoeuvring basin of 400 m. diameter 
dredged to 11.8 m. depth. 

South Quay: Length 155 m., depth 9 m. 

West Quay: Length 181 m., depth 11 m. and 405 m., depth 12 m. 

Service Quay: Length 109 m., depth 4 m. 

There are 5 loading points at buoys for loading timber: 2 to the North 
of the Western Quay, and 3 to the North of the Eastern Breakwater, 
which can take vessels with a maximum length up to 140 m. at 3 buoys 
and 200 m. at 2 buoys. Depth 11 m. 

Cement Handling Berth: Length 200 m. Vessels berth against dolphins 
and secure to buoys fore and aft. Depth of water 11 m. 

There is also inside the Port a small tanker berth for vessels not 
exceeding 100 m. on the Eastern Breakwater. The areas located to the 
North and East of these berths are used for storing timber. 

Also see “Max. Size”. 

STEVEDORES: Work around the clock. 

MEDICAL: There is a hospital with limited facilities at San Pedro. For 
serious cases, patients are taken by medical plane to Abidjan (which is 
1 hour's flight away). 

EQUIPMENT: No quay cranes, cargo handled by ships gear. 

One mobile crane, capacity 60 tons. One 30 ton ‘Challenger’ for 
handling containers. Lighters of 200 ton and 300 ton capacity. 

FRESH WATER: Available at the quays, rate 30 t.p.h. Also available at 
the buoys by barge, capacity 300 tons, rate 25 t.p.h. 

FUEL: Available alongside at the quays by road tanker. 

CONSULS: France. 

REPAIRS: There are several workshops for effecting small repairs. The 
Port Authority also undertakes repairs, contact Harbour Master. 

T.S.M. workshop: Welding, painting, engine maintenance, etc. Tel. 71- 
16-65. 

CUSTOMS ALLOWANCES: 200 cigarettes and 1 bottle of spirits. 

AIRPORT: Daily air link with Abidjan 

TIME: GMT. 

mao Public: December 7th, (Independence Day); May 1st, (May 
ay). 

Legal Holidays: The following legal holidays are considered public 

holidays with pay unless they fall on a Sunday: 

January 1st; End of Muslim's Lent (Ramadan); November 1st, All 
Saints’ Day; Ascension Day; Assumption; Easter Monday; Whit Monday; 
December 25th. 

It should also be noted that when December 7th and May 1st fall on 
a Sunday the following day is considered a public holiday. The same 
when December 7th falls on a Tuesday or Friday, the preceeding or 
following day is considered holiday. 

POLICE/AMBULANCE/FIRE: Police Tel: 71-13-43; Ambulance Tel: 71- 
10-25; Hospital Tel: 71-11-21 and 71-16-01. 

GARBAGE DISPOSAL: There is no special collection service. Vessel's 
garbage is retained on board in plastic bags and removed by lorry hired 
by agent. 

WASTE OIL DISPOSAL: No local service available. In case of absolute 
necessity, contact ship's agent. 

SEAMAN’S CLUBS: None. 

CURRENCY: C.F.A. Franc (CFAFr). U.S.$ 1.00 = 576.85 CFAFr 
(17.3.94). FFr 1.00 = 100 CFA Fr. 

GENERAL: Tides & Currents: The maximum tidal range is 1.5 m. (about 
half an hour ahead of the tidal times at Abidjan). 

The slight S.W'ly current at the Port entrance of 0.5 to 1 knot is 
negligible inside the Port. 

There is a slight tidal rip at the South Quay. But in the whole port and 
particularly at the South Quay, there is a considerable undertow between 
the months of June and September. 

Weather: The tropical climate with tradewinds is rather mild (maximum 
30°C, minimum 20°C, the absolute minimum being in January 15°C). 

The rain seasons go from May to August; the region is irrigated by 
tornadoes from April to May and September to October. The average 
rate of rainfall reaches 1,600 mm./year. 

Fresh Food: Only available in small quantities. 

Roads: A tarmacadam road connects with Abidjan, distance 450 km. 
Port Officials: Tne Port Captaincy, the pilotage and tug control ave all 
in the Captaincy building which is a two storey structure, raised on a 
circular dias located at Pointe Quiquerez. The Customs are within the 
Port to the South of the Western Quay. 

DEVELOPMENTS: In order to cater for increased exports and imports, 
the Port will have 4 anchorage points and 7 quay berths, one of which 
will be multi-purpose. This will involve extending the Port to the North 
and enlarging the Northern Dock, creating an Inner Port, extension of 
dredging, creation of open storage areas and construction of quays. In 
all, the plan, from a long term aspect, is to have 10 km. of quay, 500 
hectares of port industrial area and 200 hectares of commercial areas. 
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AUTHORITY: Port Autonome de San Pedro, B.P.340, San Pedr 
Coast. Tel: 71.20.80 or 71.14.79. Telex: 9910, 9911 Com, 
Fax: 712785. Cables: Comport San Pedro. Contact: Me 
Attemene, Director General. Camara Tiegbe Jean, Coming 
Operations Director. Captain Dakoury Gnagrah, Harbour Maste 
Channel 16 or 2182 kHz). Tel: 71-16-65. 

AGENT: Socopao Cote d'Ivoire, B.P. 370, San Pedro, Nory 
Tel: 711133, 711617. Telex: 99103, 99104 Freight Cl. Fax: 711% 


NOTES 
Please also advise Shipping Guides Ltd. 
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naica 
wosTON: 17.59 N. 76.50 W. (See Plan) 


umITS: The area of the sea to the Northward of the Palisadoes 
ot trom Harbour Head to Port Royal and a straight line from Port 
i the jetty at Small Point. 
pi General Chart of Jamaica No. 446. Kingston Harbour No. 454. 


gquMENTS: 

wy Customs: 

yew Declarations. 

‘sgrance from the Last Port of Call. 
‘snp's Register, i.e. Ship's Information. 


sores Lists. 
Dangerous Cargo Lists. 
“emational Certificates of Vaccination for each Crew Member. 


ymmigration 
»passenger Lists. 


Agent ’ 
gis of Lading covering all cargo on board. 


i Crew Lists. 
pStres Lists. 


sear - 


sManifests. aba : vi 
go's Register, Safety Certificate and Load Line Certificate. 
Quarantine 
Crew List. 
wrtime Declaration of Health signed by Master. 
Derat Certificate. 
semational Certificates of Vaccination for Crew Members. 
AQTAGE: Pilotage is compulsory. A minimum of six (6) hours advance 
e{rom the Master or Agent for the services of a Pilot. Pilots usually 
withe vessel two (2) miles S.E. of Plumb Point Lighthouse or East 
ude Ground Buoy. 
HF contact with the Pilot Office is made through Channel 11. 
WHORAGES: There are 5 anchorages namely A, B, C, D and E 
share reserved. Reservation for the use of these anchorages should 
ynade through the Harbour Master. 
te5 reserved anchorages are: 
| 210° Distant from R.C. Cathedral Dome 12.2 cables. 
Position: Lat. 17° 57’ 17” N., Long. 76° 57’ 12” W. 
| 186.5° Distant from R.C. Cathedral Dome 10.9 cables. 
Position: Lat. 17° 57’ 14” N., Long. 76° 47’ 12” W. 
162.5° Distant from R.C. Cathedral Dome 12.1 cables. 
Position: Lat. 17° 57’ 14” N., Long. 76° 46’ 40” W. 
| 118.5° Distant from R.C. Cathedral Dome 28.4 cables. 
Position: Lat. 17° 57’ 00" N., Long. 76° 44’ 30” W. 
| 124° Distant from R.C. Cathedral Dome 24.4 cables. 
Position: Lat. 17° 57’ 07” N., Long. 76° 45’ 00” W. 
naddition there is unlimited anchorage space available toward the 
astern end of the Harbour. 
try - Day or Night. 
SSTRICTIONS: Entry — day or night. Rise and fall of tide, average 
mye 10 in., occasionally 16 in. Strength of current in harbour 1.5 knots 
‘sme places). Main direction and average speed of prevailing winds 
‘S£.20 m.p.h. Months of max. rainfall (i) April/May, (ii) Sept., Oct. and 
Hurricane period June 15th — November 15th. 
&X. SIZE: Recommended max. draft into Port Royal 40 ft. for vessels 
‘wnlimited size. Main ship channel max. recommended draft of 
§.6in. and is 800 ft. wide at its narrowest point. Depth 39 ft. at MLW. 
‘or West has recommended draft of 32 ft. 6 in. with a turning basin 
1900 ft. Esso Terminals has recommended max. draft of 34 ft. 6 in. 
& recommended draft of 32 ft. 6 in. to proceed Eastwards, from Esso 
mals, in harbour to anchorage or berths. Newport East has 
‘wrecommended draft of 27 ft. 6 in. 
fALTH: See “Documents”. 
“wo Pratique may be granted. 
2 not allowed to take fruit ashore. 
“Swe Procedure: The Customs Officer who boards the vessel to 
‘Xall documents will after he has placed excess tobacco and liquor 
"bond indicate to the Master when Pratique has been granted. 
_'vessel obtains Pratique at Kingston, automatic Pratique granted 
'meeed to any other port in Jamaica. 
: Cable Agents giving ETA, Draft, Passengers (if any), cash 
Sued. Call sign “KNRDO 6Y1”". 
"ers: ETA messages to state arrival time at Pilot Station, maximum 
Ron arrival, last port(s) of call, number of crew, date Derat Certificate 
8, confirm crew possess valid vaccination certificates, cash, stores 
‘aundry requirements, details of diseases if any and request Radio 


(8: VHE Channel 16 — Kingston Radio. VHF Channel 11 — Pilotage. 
Py ‘Available and compulsory for berthing and unberthing. Two tugs 
"2800 h.p. Tugs join incoming vessel near berth. In case of emergency 
in vessel wherever requested by Master. Tugs on VHF Channel 
® ‘hours). Usually ship's lines used, but if tug’s lines used there is 

xtra cost. 

ING: At the Public Wharves there are 11 existing berths and 
ees are as follows: 


No. Length Depth Max. Draft 
No. 4 525 ft. 25 ft. 22 ft. 6 in. 
No. 2 600 ft. 30 ft. 27 ft. 6 in. 
No. 3 600 ft. 33 ft. 30 ft. 6 in. 
No. 4 600 ft. 34 ft. 31 ft. 6 in. 
No. 5 600 ft. 33 ft. 30 ft. 6 in. 
No. 6 600 ft. 32 ft. 29 ft. 6 in. 
No. 7 600 ft. 33 ft. 30 ft. 6 in. 
No. 8 600 ft. 31 ft. 28 ft. 6 in. 
No. 9 600 ft 34 ft. 31 ft. 6 in. 
No. 10 600 ft 39 ft. 36 ft. 6 in. 
No. 11 600 ft 39 ft. 36 ft. 6 in. 


JAMAICA 


In the immediate vicinity of these berths the clear turning is 1,500 ft.; 
elsewhere there is adequate swinging room for the largest vessel. 
At Berths 1 — 8 there are the following: 

4,725 ft. of berth frontage 3,247,000 sq. ft. of open storage 
467,000 sq. ft. transit shed 67,000 sq. ft. of cold storage 

Tractors, cranes and forklifts are used to move cargo from ship's side. 

Ro/Ro facilities are located at Berth No. 1, where there is an 80 ft. 
concrete ramp. There is a floating barge/ramp at Berth No. 8. Full 
container facilities are available at Berths 9, 10 and 11; and in addition 
there are approx. 50 acres of terminal area with storage space for 5,000 
containers and a Container Freight Station of 45,000 sq. ft. 

There are no specialised berths on the public wharves for handling 

bulk cargo. However, when necessary, consignees make their own 
discharging and storage arrangements. 
Dangerous Cargo: 1. Vessels wishing to transit any Jamaican Port with 
dangerous cargo/goods on board are required through the Master or 
Agent to apply to the Harbour Master for permission to make such a 
transit. 

The application should be made not less than 48 hours before the 
vessel's ETA and must include: 

(a) The I.M.O. number assigned to the cargo as per I.M.O. 

Dangerous Goods Code; 

(b) The volume of the cargo; 

(c) The port for which the cargo is destined. 

2. Vessels loading dangerous cargo for intended discharge in a 
Jamaican port must before loading such cargo apply to the Harbour 
Master for permission to go alongside for the purpose of discharging 
same. The application must include: 

(a) The I.M.O. number assigned to the cargo as per 1|.M.O. 

Dangerous Goods Code; 

(b) The volume of the cargo; 

(c) The nature of the cargo and storage; 

(d) The name of the intended port of discharge. 

Equipment: Five portainer cranes (40 ton), 9 Karrilifts, Heavy forklifts 
Ge 32 ton), for handling empty containers and several tractors and 
chassis. 

The portainer gantry cranes are capable of moving 20 ft., 35 ft. and 
40 ft. containers at a rate of 30 an hour; the 9 Karrilifts can handle similar 
size containers. 

Developments: Rails on Berth 11 have been extended by 200 ft. 
Adjacent to this extension it is proposed to erect a 100 ft. berthing 
platform for ee Ro/Ro vessels. 

BULK HANDLING FACILITIES: National Gypsum & Quarries Limited: 
National Gypsum and Quarries Limited operates a wharf at Harbour 
Head for the export of gypsum rock only. 

There are 3 steel and concrete dolphins and 1 wooden dolphin. The 
concrete and steel dolphins are the principal docking structures. They 
are 161 ft. apart. The min. draft currently available is 26 ft., but this could 
be increased at short notice to 29 ft. Vessels of 440 ft. length and 64 ft. 
beam are normally loaded. Bulk rock loading facilities capable of loading 
crushed gypsum at an average rate of 700t.p.h. — 1000t.p.h. are 
available. 

Wherry Whart Limited: Wherry Wharf Limited maintains a pier at Newport 
East for loading and unloading lumber, corn and animal feed ingredients. 

The wharf is 200 ft. long with a depth of 29 ft. It has a free-flow access 

road and a 200 ft. x60 ft. apron. 
Shell Company (W.1.) Limited: Shell Company (W.i.) Limited has bulk 
cargo facilities at Harbour Head used primarily by Jamaica Flour Mills. 
STEVEDORES: To enable Agent order gangs important to obtain 
accurate ETA from vessels. Time: 1200 hrs. the working day before 
vessel arrives. Shifts: 0700 — 1400hrs., 1400 — 2100hrs., 2100 — 
0500 hrs. Saturdays, Sundays and public holidays attract premium rates. 

Stevedores normally rig and open, but crew open MacGregor hatches. 
All necessary gear supplied by stevedores except rain tents and special 
lifts requiring special gear, which vessel must supply. Average unloading 
rate 10/15 tons per gang hour for general cargo. 

MEDICAL: Agents to be advised before arrival of vessel if emergency 
medical attention required. Hospital facilities available. If inoculation 
required Master to advise Agents prior arrival of vessel. 

TANKERS: No specific requirements applicable to oil carriers. Reducers 
available to fit 12 in. — 4 in. load/discharge lines. Slop (residue) discharge 
facilities available taking maximum 500 gallons. Gas free certificate 
required for tankers laying alongside Public Wharves in Kingston. 
Texaco Caribbean Inc.: Texaco Caribbean Incorporated operates 1 
wharf which is situated at Harbour Head and is known as the Eastern 
Terminal. The jetty is 325 ft. long and will accommodate vessels up to 
18,000 tons (gross). Max. draft at low tide is 28 ft. Berth is used for 
receival of bulk petroleum products and for bunkering vessels with gas 
oil, marine diesel and fuel oil. No packaged goods are handled at this 
berth. Fresh water supplies are available. 

Esso Marketing Terminal: Max. length of vessels 600 ft. Max. safe 
draft —31 ft. Draft forward restricted to 28 ft. only with vessel moored 
portside alongside. Both day and night berthing possible. Fresh water 
is available. Bunkers available here are heavy fuel oil (Bunker C), marine 
diesel, marine gas oil and a wide range of intermediate bunkers. 

Esso Refinery Marine Dock: Max. length of vessels 743 ft. Max. safe 
draft 36 ft. 6 in. Fresh water is available and day and night berthing 
possible. The Esso Refinery Pier is used for receiving crude petroleum 
from tankers as feed stock for the Refinery through a 20 in. under sea 
pipeline. A wide range of finished products is also delivered into tankers 
for export as well as for discharge at other ports on the island. 

Esso Refinery Dry Cargo Dock: Max. length of vessels — 400 ft. 
(Freighters) and 475 ft. (Tankers). Drafts alongside vary from 25 ft. — 
27 ft. Draft forward restricted to 17 ft. 6 in. with vessel moored portside 
alongside only. Fresh water is available. This dock is used for loading 
and unloading packaged and drummed lubricating oil on freighters for 
export to various countries throughout Central America and the 
Caribbean. 

Other materials exported here are lubricating oil in bulk and various 
grades of asphalt in drums. 
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DENSITY: Average density 1026. 

FRESH WATER: Fresh water available at berth. Average delivery rate 
20 t.p.h. 

FUEL: All grades (viscosities) available. At least 2 days’ notice required. 
Bunkering Depot — Newport West: The Shell Company (W.1.) operates 
bunkering facilities at Newport West. 

A hydrant system with outlets at each berth provides a complete range 
of bunkers. 

Esso bunkering facilities are available at Newport West. Pipe-lines 
run from the nearby Esso Kingston Terminal to the berth at Newport 
West providing Heavy Fuel Oil and intermediate ranges of bunkers. 
Marine Gas Oil is also available Monday through Friday by tank truck. 

Texaco Caribbean Incorporated also has facilities for bunkering 
vessels with gas oil, marine diesel and fuel oil. 

FIRE PRECAUTIONS: Fire boat available equipped for fighting harbour 
fires 24 hours per day. Also equipped fire engines situated within easy 
reach of docks available 24 hours a day. 

CONSULS: Consuls not availabie on Saturdays and Sundays, except 
by special request. 


Kingston 
Tel. No. 
High Commissions 
British Information Service 69050 
Canadian High Commissioner 61500 
Trinidad and Tobago High Commissioner 65739, 65730 
Embassies 
American Embassy 63645 
Argentine Embassy 65588 
Chinese Embassy 70860 
Cuban Embassy 74362-3 
Dominican Embassy 66676 
French Chancery Embassy 79811 
German Embassy 66728 
Israeli Embassy 68768 
Mexican Embassy 66891 
Netherlands Embassy 69026-8 
Panamanian Embassy 70042 
Russian Embassy 41048 
Venezuelan Embassy 65519-0 
Consular Offices 
Argentine Consulate 77616 
Austrian Consulate General 25623 
Belgium and Luxembourg Consulate 64295 
Colombian Consulate General 42004 
Costa Rican Consulate General 67285 
Danish Consulate 36737 
Finnish Consul 23006, 22519 
German Embassy — Consular Section 66728 
Greek Consul 23685 
Guatemalan Consul 42966 
Haitian Consulate General 77595 
Hondurian Consul Ad Honorem 67285 
Italian Consul 66981 
Jordanian Consulate 82661 
Lebanon Consulate 76465 
Liberian Consul 27169 
Mexican Consulate 66891 
Nicaraguan Consul 22856 
Norwegian Consul 39811-4 
Peruvian Consul 76565 
Salvadorian Consul 25780 
Spanish Consul 22856 
Swedish Consulate 36737 
Swiss Consulate General 23347 


REPAIRS: Minor deck and engine repairs possible by 2 firms. Pre- 
advice of 3 days recommended. 
DRY DOCKS: Dry dock facilities available for small vessels only. 
SURVEYORS: Lloyd's Register, A.B.S., B.V., G.L., Det Norske Veritas. 
GANGWAY/DECK WATCHMEN: Services of watchmen are 
recommended. 
OPENING/CLOSING HATCHES: Hatches covered by pontoon and 
hatch boards opened and closed by stevedores. MacGregor hatches 
handled by crew. 
CERTIFICATES: 

Safety Certificate. 

Ship’s Register. 

Load Line Certificate. 

Test Certificates for derricks and cargo handling gear. 
CUSTOMS ALLOWANCES: Tobacco, 2 oz. tobacco in any form (2 oz. 
pipe tobacco or 40 cigarettes) per day. Wine and/or spirits, 6 oz. or 0.5 
reputed pint of spirit per day. 1 pint wine allowed Master and Officers 
only or as stated in the Articles under flag they fly. 
CARGO GEAR: The usual certificates covering testing and inspection 
of all gear and equipment as required under Docks Regulation 1934 of 
Great Britain or by International Labour Organisation, will be acceptable. 
REPATRIATION: Facilities available for effecting crew changes. 
AIRPORT: Norman Manley International Airport — approximately 10 
miles — served by many airlines. 
TIME: Local time is GMT minus 5 hours. 
HOLIDAYS: Days when work is performed only on overtime rate: New 
Year's Day; Ash Wednesday; Easter Monday; National Heroes Day 
(third Monday in October); Boxing Day. Days when ports closed, no 
work performed: Good Friday; National Labour Day (May 23rd); 
Independence (first Monday in August); Christmas Day. 
POLICE/AMBULANCE/FIRE: Emergency tel. numbers: Police 119; 
Ambulance 110; Fire 110. Commissioner of Police 79858—0. Radio 
Control Room 81261-2. Fire Brigade 22121. Fire Boat Station 27018. 
TELEPHONES: Arrangements exist for placing telephones on board. 
The Jamaica Telephone Company to be advised by Agents 2/3 days 
before vessel arrives. 
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SERVICES: Compass adjusting services available. A\ 
repairs to radar, radios and other electrical equipment are hl 
technical services generally limited. ie 
SHORE LEAVE: Crew members allowed on shore after vesse 
by Immigration. Vessels arriving from some countries require 2 
Government approval before shore leave permitted, but no + b 
are normally placed on vessels arriving from Western Eun 
American or African countries. 

IDENTIFICATION CARDS: No Identification Cards required, 
REGULATIONS: Dogs are not permitted to land unless they 5 
undergone quarantine or are imported from United Kingdom, 
GARBAGE DISPOSAL: Only available to naval vessels. 
WASTE OIL DISPOSAL: Only available to vessels using Pony 
Refinery. 

SEAMAN’S CLUBS: None. 

CURRENCY: Jamaican Dollar (JA$). U.S.$ 1.00 = JA$ 32.00 (14) 
DELAYS: Normally there are no delays to vessels calling at them 
GENERAL: Ship's Chandlers: 3 ship's chandlers available. 
Communications: Regular air services daily to London, New Yor; 
other European and American cities, and is therefore in 
position to offer emergency facilities to vessels requiring urgent 
crew replacements, etc. Vessels can anchor at Port Royal close 
Customs: Vessels are searched thoroughly by Customs for firearm, 
contraband. Masters are held responsible by Customs for seo 
bonded stores, etc. Masters are therefore alerted to check gs» 
arrangements and to keep watch on bond whilst in port. 
AUTHORITY: Port Authority of Jamaica, Harbours 
P.O.Box 116, Newport East, Kingston, Jamaica. Te/: (809) 9225 
967-1043. Telex: 2386 Portops Jamaica. FAX: (809) 9224 
Contact: Captain H.C. De Lisser, Vice-President — Harbours ay) 
Services. Captain E.R. Myers, Harbour Master. Captain G. Me 
Manager — Marine Services. 


MONTEGO BAY: 18.30 N. 77.56 W. (See 


DOCUMENTS, PILOTAGE and all general information: Res 
“Kingston”. 

ANCHORAGE: There is one anchorage in Mont 
booked the the Harbour Master in Kingston. Depth 5 to 6 faty 
RESTRICTIONS: Entry — day and night. Rise and fall of tide, ae 
range 10 in. No current in harbour. Main direction and speed of preg 
wind, N.E., 10 m.p.h. Subject in January-February to occasiona! 
day spells of squalls with driving rain known as Northers which™ 
lying at the anchorage uncomfortable, but there is virtually nos 
alongside the berths. 

MAX. SIZE: Unlimited water at anchorage. The 1,500 ft. long # 
wide straight channel has a minimum depth of 34 ft. MSL, as oo 
1,600 ft. diameter turning basin. 

CLEARANCE: Customs, Health, Immigration Offices are maintat 
the port. 

BERTHING: 

Montego Freeport is a new port developed with 3 berths operé# 
Montego Wharves Limited. 

Berth No. 2 — 600 ft. long, 34 ft. minimum depth alongside,” 
above water line. 

Berth No. 3 — 588 ft. long, 25 ft. minimum depth alongside! 
above water line. 

Berth No. 4 — 387 ft. long, 25 ft. minimum depth alongside? 
above water line. 

These berths are reached through a 1,500 ft. long straight o# 
400 ft. wide dredged to a min. depth of 34 ft. There is 23,00! 
warehouse and an 87,000 cu.ft. cold storage facility adjacent 0? 
2 with a wharf apron of 75 ft. Berths 3 and 4 are designed for Ff? 
Roll-off with 13 acres of bonded storage space adjacent. Berth 45 
principally by cruise ships and is connected to a 5 acre dw 
shopping complex by a 200 ft. long tree-lined walkway. 

Montego Freeport Limited intends to build Berth No. 1 in the ne 
years which will be a continuation of Berth No. 2, creating 1,30! 
continuous berth face with ample space behind for expansion. Tm 
storage is planning on doubling its capacity. 

STEVEDORES: The Port is open 24 hours of the day. To enable 
to order gangs, it is important to obtain accurate ETA from v@ 
Time: 1200 hrs. the day before the vessel arrives. Shifts: on 
1400 hrs., 1400 — 2100 hrs. Mondays to Fridays with option to# 
the first shift to 1700 hrs. at single time; 0700 — 1200 hrs. 
thereafter at overtime. Details can be obtained from M* 
Stevedoring Limited, P.O. Box 303, Montego Bay. 
MEDICAL: All facilities at St. James's Hospital. Advise A 
advance. 
TANKERS: No specific requirements applicable to oil carriers. Ret 
available to fit 12 in. — 4 in. load/discharge lines. Slop ( residue) ds 
facilities available taking maximum 500 gallons. One tanker 
No. 2 minimum depth alongside 34 ft. MSL. Gas-Free 
required for tankers laying alongside. 

CONSULS: No consular offices in Montego Bay. See “Kings!” 
REPAIRS: There are no dry dock facilities, but minor repairs @ 
effected alongside. 

DENSITY: Average density 1026. 

FRESH WATER: Can be supplied from the dock. 30 t.p.h. 
FUEL: All grades (viscosities) available. At least 4 days notice 
FIRE PRECAUTIONS. Equipped fire engines situated within e3 
of docks 24 hours per day. 

SECURITY: Under the jurisdiction of the Montego Bay Police 
24-hour patrols in the port area by private security guards. 
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. 5 miles from port. Donald Sangster International Airport 
rons ular airlines. 
#2) MBULANCE/FIRE: Police, Tel: 119; Ambulance, Tel: 110; 


te: 110. 
SaIRCATION CARDS: Recommended for crew. 
THORITY Operator: Montego Freeport Limited, P.O.Box 303, 


w9g0 BAY: Jamaica. Telex: 5329 Moport. 
w 
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yy RIOS: 18.25 N. 77.07 W. 


<NOLDS PIER ; L 

@ERAL: Reynolds Jamaica Mines act as Agents for all cargo vessels 
seine pier at Ocho Rios. (a) Tel. Ocho Rios 603. (b) Cable address 
hes” Ocho Rios, Jamaica. (c) 72 hour and 24 hour ETA requested. 
\ cagio telephone 2738 kHz open when calls expected at 0700, 1100, 
~4 1500 hrs. local zone time. 

mOTAGE: Compulsory. Pilot meets vessel 1 mile N.E. of Sea Buoy. 
» @e occasions when a local Pilot is not available expenses and 
gention must be paid for an outside Pilot. 

ui. SIZE: Max. LOA 850 ft. Depth alongside pier 38 ft. Recommended 


Re 


ft. 

ogi WATER: 50 c. per ton supplied from pipelines on the pier. 

sgl: Bunker “C” Fuel Oil — daily prevailing rate Kingston Harbour. 
«ei Fuel Oil — per oil company suppliers Kingston. 

SQULATIONS: (1) If any Master of any vessel or any other person 
a throw or deposit, or permit to be thrown or deposited (a) any 
“psn, earth, mud, stone, sand, ballast or other similar matter; 
+») any oil or mixture containing oil or oil residues, in any channel 
én into or out of any harbour, or in any place within the limits of 
»ytarpour other than such place therein as shall be set apart for such 
vmse he shall be liable to a penalty not exceeding one thousand 
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No siren or steam whistle shall be sounded on any vessel in any 

tour except for the purpose of making signals as laid down in the 

lations for preventing collisions at sea, provided that any vessel 
e sound one warning blast of not more than five seconds duration 

we sailing. Any person committing a breach of the rules is liable for 
*\  swnalty not exceeding 1,000 Dollars. 

‘RGOES: The Reynolds Jamaica Mines Pier is occupied about twice 
8 sy week by ore carriers for 8 to 12 hours and about twice a month 
yaugar ships for indefinite periods. 


MASTER'S REPORT: October 1991. 
‘pe of Vessel: Bulk Carrier. 
ale) ath of Stay: 5 days. 
WW | ‘x0 Loaded: 22,531 tonnes of bauxite. 
lx Sailing Draft: 32 ft. 06 in. (S.W.) 
Nt) neal: The bauxite mines are running under the control of the 
sf) wemment (Bauxite & Alumina Trading ., Jamaica Ltd.) which re- 
teed the bauxite installations at Ocho Rios after 7 years of inactivity. 
#4) Pctage: Compulsory. 
‘gs: None available. 
iwhing: Vessel berthed with pilot's assistance only, at ex-Reynolds 
db *ewhich is 850 ft. in length and is equipped with 2 mechanical loaders. 
“aance height from water line to top of hatch coamings is 48 ft. Depth 
5) imgside 36 ft. (approx.). Attention must be paid to the loaders when 
,| hing. Loaders are movable. 
St #0 mooring buoys are positioned opposite the piers ends. Two good 
st yes are made fast for assisting unberthing operations. 
*tallasting: Only clean and segregated ballast can be pumped out as 
0 Rios is a tourist resort. 
#90: Bauxite loaded in moist/wet condition as mined. Drying system 
"Sout or order. Loading rate normally 1,000 tonnes per hour (approx.), 
w case loading rate was 250 tonnes per hour with one loader. 
‘ing hours are around the clock. 
go loaded on board calculated by draft reading (draft survey) and 
‘ities per hold estimated. 
Pd Can be expected when passenger ships occupy the bauxite 


*8ty: 1024 — 1025. 
“Water: Available. 
© GMT minus 5 hours. 
2”unications: Bauxite Pier office on VHF Channel 16. 
“*ance: Port authorities boarded on arrival, bond lockers sealed. 
> pala Can be arranged by agent. 
hd Allowed, but care must be taken at night time in lonely/ 


a str 


quSE SHIP PIER 
mLONON: Lat. 18° 24' 26.4” N., Long. 77° 06’ 44.3" W. 
Wee: Compulsory. 

“voemny Anchorage can be arranged depending on length and 
“AK. SIZE: Max. LOA 650 ft., depth alongside pier is 35 ft. (MLW). 
nee? i nded draft for vessel 35 ft. 


ot available. 
ot NCE: Customs, Health and Immigration Offices are maintained 


EHNG: Used principally by cruise ships. 

CUR ATER: Fresh water available. 

Tere ig : 24-hour patrols in Port area by private security guards. 

dames a Police Post in the Terminal Building. 

WTHORFATION CARDS: Recommended for crew. 

ica uy: Port Authority of Jamaica, 15-17 Duke Street, Kingston, 
- Tel: 92-20290/8. Telex: 2386 Portops Jamaica. FAX: 92-49437. 
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PORT ANTONIO: 18.11 N. 76.27 W. (See Plan) 


SHIPMASTER’S REPORT: June 1983. 


DOCUMENTS: See “Kingston”. 
PILOTAGE: Compulsory. 24 hours’ notice to be given via Agent. 

The Pilot boarded from a small outboard motorboat about 2 miles N.E. 
of Folly Point. There is a VHF but on this occasion it was not working. 
The Pilot identified himself by flashing the word ‘Pilot’ by light. 

Ladder normally required on the starboard side on arrival and port 
side on departure. 

The Pilot is extremely competent and experienced. 
ANCHORAGES: No anchorage outside harbour due to depth of water. 
MAX. SIZE: Banana Pier (Boundbrook Wharf): LOA 511 ft. 2 in., beam 
70 ft., draft 25 ft. 

HEALTH: Quarantine examination when alongside. 

RADIO: Kingston Radio. 

VHF: Pilot uses Channel 16 (not operational June 1983). 

TUGS: None available or required. 

BERTHING: Boundbrook Whar?: The entrance channel (0.65 miles long) 
is very narrow, all navigational lights were lit. Least depth 29.5 ft. Rise 
of tide, 1 ft. 4 in. When clear of the channel the ship is headed towards 
the South end of the wharf and the port anchor let go in such a position 
that, when the ship is alongside, 7 shackles of cable will have been 
vasoues When approaching the wharf the cable is used to swing the 
ship. 

A boat takes the headrope to a bollard on the South face of the wharf. 
When the ship has swung sufficiently the boat then takes the stern rope 
to a bollard on the North face. 

The pier is only 300 ft. long, it may be necessary to use a pilot ladder 
for access to the vessel should the stern overhang the pier. Vessels 
can berth and unberth 24 hours a day. 

In the summer months the winds are generally light and from the 
South but in the winter they are Northerly and strong with a consequent 
swell in the harbour and, in those conditions it is considered that berthing 
at Boundbrook wharf would be difficult. 

When unberthing, moorings are singled in to one stern rope to the 
North face of the wharf. The ship is then moved, whilst still alongside, 
so that the North knuckle of the wharf is abreast the lower gangway 
platform, it is necessary to have a fender handy in this position. The 
anchor cable is then hove in swinging the ship's head off the wharf. At 
the same time a steady strain is maintained on the stern rope so that 
the ship pivots about the knuckle and the stern swings into the cut on 
the North side of the wharf. When nearly at right angles to the wharf the 
engine is moved ahead with the rudder to starboard thus swinging the 
stern clear of the knuckle, the stern rope is cast off and the anchor 
weighed so that the ship moves clear of the wharf and continues to 
swing to port so as to be heading more or less for the channel. 

The Pilot disembarks in a position abeam of Folly Point with the ship's 
head North. 

CRANES: None. The pier is fitted with portable conveyors for loading 
bananas through side doors. Ship's gear is not required for rigging 


conveyors. 
SPECIALISED CARGO HANDLING FACILITIES: Boundbrook Wharf 
used solely for loading bananas. No facilities for Ro/Ro vessels. Forklifts 
available for handling of pallets of bananas. However, there is 
inadequate storage space for palletised cargo. 

STEVEDORES: Adequate numbers for loading bananas. 

MEDICAL: Doctor and hospital available. 

DENSITY: 1025. 

FRESH WATER: Available. 

FUEL: Not available. 

CONSULS: Nearest Consuls at Kingston. 

REPAIRS: Small repairs can be undertaken. 

DRY DOCKS: None. 

SURVEYORS: Nearest Lloyd’s Surveyor at Kingston. 

AIRPORT: At Kingston. 

GENERAL: Provisions: Small amounts of fresh provisions available. 
No groceries or meat available. 

Laundry: No service available. 

AUTHORITY: Port Authority of Jamaica. 


PORT ESQUIVEL: 17.53 N. 77.08 W. (See Plan) 


GENERAL: Vessels proceed through a dredged channel approximately 
1.5 miles long with a minimum depth of 39 ft. The wharf is situated in a 
basin at the inner end of the channel and can take vessels up to 650 ft. 
long with a maximum draft of 36 ft. 
DOCUMENTS: 
6 Crew Lists. 
6 Passenger Lists. 
Customs Documents: 
4 Stores Lists. 
Crew’s Manifest of Declaration outside of Personal Effects. 
4 Load Line Certificates. 
4 Small Parcels Lists. 
4 Customs Clearance from last port of call. 
Fire Arms List. 
Narcotics List. 
List of live animals and meats on board vessel. 
Health Documents: 
International Certificate of Vaccination of all Crew members. 
Maritime Declaration of Health. 
Crew’s Declaration of Health. 
6 Manifests. 
4 Bills of Lading. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng 


Ship's Documents: 

3 Stowage Plans of Cargo. 

2 Deadweight Surveys (Bulk carriers only). 

Charter Party and any other specific documents of instructions relating 

to the loading or discharging of cargo. 

Also see “Shipmaster’s Report”. 

PILOTAGE: Pilotage compulsory. Compulsory pilotage limit 2 miles to 
seaward of line drawn from Polink Point to Bare Bush Cay to Portland 
Cay to Portland Point. Cable advice 48 and 24 hours ahead of vessels 
ETA at pilot station must be sent to vessel's Agent at Kingston, Jamaica. 

One pilot boat Si/ver Spray, launch equipped with ship-to-shore radio 
communication: (One General Electric VHF — FM 30-watt output multi- 
channel set). 

VHF shore set manned 24 hours per day. Contact with Port or launch 
can be made on three international Channels — 16, 2 and 6. 

Also see “Shipmaster’s Report”. 

ANCHORAGES: (a) Seaward to East of pilot station, depth in excess 
of 38 ft. (b) Leeward of Pigeon Island — depth 38 ft. min. (c) Eastward 
of entrance of main channel — depth 38 ft. 

RESTRICTIONS: Restriction of permissible draft to max. of 36 ft MSL. 
MAX. SIZE: Max. permissible length 650 ft. and draft 36 ft. 
Shipmaster’s Report: August 1991. 

Vessel grounded with draft 34 ft. 09 in. forward (See “Plan’”). 
HEALTH: Pratique procedure requires presentation of undermentioned 
health documents: (a) International Certificate of Vaccination of all crew 
members. (b) Maritime Declaration of Health. (c) Crew's Declaration of 
Health. In event any suspected communicable disease or fever on board, 
Master required to advise Agents in advance. 

RADIO: JAMINTEL “KNRDO 6Y!”". 

TUGS: Pilot boat will be on standby during berthing of all vessels to 
assist in piacing ship's lines on to pier if requested by the Pilot. 
BERTHING: Western Berth: Bulk loading alumina — vessels max. length 
630 ft., breadth of 92 ft., max. draft 36 ft. Length of Bulk Wharf 630 ft. 
Depth of water 39 ft. MSL. Average tide 12 in. 

Minimum depth of water in Channel and/or approaches 39 ft. MSL. 
Bulk alumina vessels still given priority on Western Berth. 

Eastern Berth: General Cargo — max. length of vessel 650 ft., breadth 
60 ft., max. draft 36 ft. Length of General Cargo Wharf 950 ft. Depth of 
water 39 ft. MSL. Average tide 12 in. 

Equipment available: 

(a) Shiploader — Travelling Gantry Type — part of conveyor system for 
loading bulk alumina only. 

Max. travel 415 ft. — maximum outreach for loading purposes 48 ft. 
Clearance height from wharf level 28 ft. from water level 35 ft. Rate of 
loading per hour = 1,000 long tons. 

(b) One Galion crane and one 660 P & H crane. Forklift trucks. Launch 
service. 

There is no extra charge for the use of shore equipment during 
overtime hours and will remain at a flat rate for all hours worked. 
SPECIALISED CARGO HANDLING FACILITIES: Eastern and Western 
berths equipped to handle receival of bulk cargoes, e.g. grain, soya 
meal, soya beans, salt, sulphur, etc., by using shore crane with grabs, 
vessel discharging by grabs. Bulk liquid chemicals handled as shown 
under “Tankers”. Additional berth on Southwestern shoreline now being 
used to handle small bulk grain, soya meal and soya bean carriers, and 
can be utilised for handling of Ro/Ro traffic and containerised cargo. 
STEVEDORES: Cable advice to Agents in Kingston, Jamaica, 48 and 
24 hours ahead of vessel's ETA at pilot station for arrangements to 
provide stevedore and dock labour. 

MEDICAL: Agents to be advised 48 hours ahead of vessel's ETA pilot 
station of medical attention required, details of inoculations, vaccination/ 
fever certificates, etc. Free ambulance service provided. Nearest 
hospital approximately 15 miles. 

TANKERS: Both sides of pier equipped to handle receival and delivery 
of Bunker “C” oil, caustic liquor, sulphuric acid and molasses. Diameters 
of the load/discharge lines are: 


Bunker C Oil 8 in. 
Caustic liquor 10 in. 
Sulphuric acid 4in. 
Molasses 12 in. 
Water 4 in. 


Max. permissible draft 36 ft. below MSL. 
Note: For vessels loading and discharging fuel oil and caustic/liquor 
max. length 650 ft., breadth 92 ft., max. draft 36 ft. 
DENSITY: 1025 subject to slight variation during heavy rainfall. 
FRESH WATER: Max. of 300 metric tons available. Delivery made from 
storage tank at a rate of 40 to 50 metric t.p.h. 
FUEL: Bunker “C” fuel oil is available from dock. Application to be made 
to Shell Company (W.|.) Ltd., through ship's Agent for supply of bunkers. 
Pumping rate approx. 130 metric t.p.h. 
Specification: 

(i) API 9.0 min — 10.0 max. 

(ii) Ash percent wt. 0.12 max. 

(iii) Flash point pmcc 150°F. min. 

(iv) Viscosity SSF at 122°F. 120 min. — 200 max. 

(v) Pour point 60°F. max. 

(vi) Vanadium ppm 475 max. 
FIRE PRECAUTIONS: Strategically located fire hydrants throughout 
port and on pier. No special precautions apart from “No Smoking” rule. 
One fire truck located at Port Esquivel. 
CONSULS: No consuls are available. Consular Offices are located in 
Kingston approximately 30 miles away. 
REPAIRS: Limited repairs may be undertaken. 
DRY DOCKS: None. 
GANGWAY/DECK WATCHMEN: Service of watchman optional but not 
necessary. During time vessel is in port there is Customs guard on pier 
and strict security measures are carried out by port Security Force on 
personnel entering or leaving port compound which is surrounded by a 
chain-link security fence. 
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OPENING/CLOSING HATCHES: For bulk alumina vessels 
and closing of hatches is done by crew members. For we 
vessels, opening and closing of hatches may be done by crew mt 
or on request to Agents, by stevedores. nm 
SHIP CERTIFICATES: 

Load Line Certificate. 

Registration Certificate. 
CUSTOMS ALLOWANCES: Tobacco: Each crew Member ingg 
ship's officers, normally allowed by local customs authority 
tobacco or 2 pk. of 20 or 25 cigarettes per day released fron 
Wine and/or Spirit: No limitations to use of wine on board, Fy 
each crew member is allowed a part bottle per man. % 
CARGO GEAR: Local Agents provide necessary cargo gear. The, | 
tested every 6 months in accordance with Factory Law Nd Cert 0 
issued for respective maximum lifting capacities. m 
REPATRIATION: Upon request, local Agents arrange CrEW ches A 
and any necessary repatriation. g 
AIRPORT: Norman Manley International Airport approximately Wy r 
away. 
TIME: GMT minus 5 hours. P: 
HOLIDAYS: New Year's Day (ist January); Ash Wednesip és 
accordance with calendar); Good Friday (in accordance with 
Easter Monday (in accordance with calendar); Labour Day (2334 _ 
Independence Day (first Monday in August); National Heroes Days Te 
Monday in October); Christmas Day (25th December); Boxing Day? 
December). These holidays are sometimes subjected to Chary 
accordance with Government Proclamations. 

1. No work is carried out on Good Friday and Christmas Day 

2. Work on vessels loading bulk alumina and discharging Buy 
oil and caustic liquor is usually carried out on other public hol 

3. For general cargo vessels work is optional on public ho» 
except Good Friday and Christmas Day, and only carried out on Mx PI 
request or in accordance with Terms of Charter Party. 
POLICE/AMBULANCE/FIRE: Old Harbour Constabulary Tel: 9832 9 
Old Harbour Fire Brigade Tel: 983-2276. Port Esquivel also has 
fire brigade. An ambulance service is available for any crew me 
requiring medical attention. Several qualified doctors within a& 
radius of port. There is also a fire station. 
TELEPHONES: Facilities do not exist for placing of telephones on) 
ship other than Magneto telephones. Telephones mounted on boths 
of pier for easy access. International telephone services availabe 
scale of rates is as per schedule listed in Jamaica Telephone Com: P 
Directory. t 
SERVICES: Special services are limited. Arrangements can bes A 
through vessel's Agents for the port or local contractors to und# § 
these jobs. 
SHORE LEAVE: Crew members usually granted shore leat H 
Immigration Authority for period vessel remains in port. Immigz 
Authority can, however, withdraw permission of shore leave b) 0 


es s32 3 423. 


individual crew member who, in their opinion, may be a securitya © 
IDENTIFICATION CARDS: Not necessary as the Passport wils # 
this purpose. Also see ‘Shipmaster’s Report”. R 
GARBAGE DISPOSAL: Not available. T 
WASTE OIL DISPOSAL: Not available. 8 
SEAMAN’S CLUBS: None. % 
CURRENCY: Jamaican Dollar (JA$). o 
REGULATIONS: No unusual regulations. 

DELAYS: The normal delays in berthing, loading or dischargy uf 
bunkering can be expected when the two berths are occupied. : 
GENERAL: Port normal working days Monday-Friday 0800 — 16%) F 
Overtime in excess of 8 hours per day or 40 hours per week, Mot Mi 
Friday at time and a half normal rate; Saturday between midnigti © 
midnight time and a half normal rate, double time for hours wort c 
Sundays and two and one half times for hours worked on publicholé 2 
between midnight and midnight. Rail facilities exist on Westen 8 
the pier. Distance from fender to centre of rail line 17 ft. 9in! 
chandlering or any other requirements may be acquired througi! 5 
Agents. 0 
SHIPMASTER’S REPORT: November 1986. 

Pilot: The pilot station is off Buoy Nos. 1 and 2, however, Pilot m0" 
boards off Port Esquivel Fairway Buoys. Only at the request of the? 
Master, will the Pilot board at pilot station, which might be the case? 
no proper charts are on board. 

Entrance to Portland Bay, through the fairway, proved not ® 
difficult, as the leading line on Pigeon Island was very useful and# 
buoys were in place (and all alight). F 

Made entrance, as well as departure, during daylight. The front 2 
light tower on Pigeon Island proper was visible, however, the rear P 
light structure on the reef, North of Pigeon Island, was less disc \ 
due to the chimneys of the power plant on the main shore. , 
Formalities: Papers required: 5 
Customs: ‘ 

1 Clearance from Last Port. ’ 

1 Stores List. P 

1 Crew's Effects List. 0 

1 Crew Cigarettes/Liquor List. 

1 Crew List. D 
Quarantine: a 

1 Maritime Declaration of Health. (Preferable on Jamaice™ « 
otherwise on International Form.) 

1 Vaccination List. a 

1 Crew List. #9 

1 Ship's Declaration on Meat and Livestock. (On Jamaicé 
otherwise on self made form). P 
Agents: 

2 Crew Lists. . 

1 Stores List. 4 

1 Crew's Personal Effects List. - 


Manifests and other available cargo papers. 


he t_ and the Custom’'s Officer require the date of expiry of 
atonal Load Line Certificate only. No copies of said Certificate 
J red. 

q rn papers (Certificates) were taken ashore for presentation to 


r monties. 
» he Authorities were very friendly and with all the required papers 
} ypon arrival, clearance was obtained within 15 minutes of 


a had to be signed that 3 meals a day (and also a midnight 
A jnad to be provided for 1 Custom's Officer. However, the Custom’s 
made no use of this. 
o stores are placed under seal. 
ication Papers: Not required to take passport ashore. Crew 
wishing to go ashore will be given a shore pass at the gate. 
of the ship's crew list is posted at the gate by the Agent. The 


4 pass will be collected on returning from shore to the vessel. 
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RITY: (a) Alcan Jamaica Company, P.O. Box 2, Old Harbour 
* siCatherine, Jamaica, West Indies. Tel: 983-2289. Cables: 
squvel, Kingston, Jamaica. FAX: 983-2215. Contact: E. N. Harding, 
Manager. 
» Port Authority of Jamaica, 15-17 Duke Street, Kingston, Jamaica. 
¥ 2-20290/8. Telex: 2386 Portops Jamaica. FAX: 92-49437. 
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at KAISER: 17.52 N. 77.37 W. 


a | CUMENTS: 

oe | iCrew Lists. 

ee {Stores Lists. 

m | edaration of Crew Personal Effects. 

sstoms Clearance from Last Port. 

% \eitime Declaration of Health. 

* ixcination Certificates for all crew members. 

@ ‘ago Documents. 

m TAGE: Compulsory. Pilot boards about 1 mile seaward of the jetty 
mational Code Pilot Signals used. 

# HORAGE: Recommended 1.5 to 2 miles off end of finger pier from 
fh to S.W. 

| iW. SIZE: Tankers up to 40 ft. draft. 

| MALTH: Pratique granted by Customs Officers who board on arrival, 

i | & Master has completed Maritime Declaration of Health, and Crew's 

| earation of Health. All crew members require valid Vaccination 

x | Miicates. In event of suspected disease or fever on board Agent 

are | td be advised full particulars by radio before arrival. 
4010: “KNRDO 6Y1.” 
18S: None available. 
RTHING: Tanker berth at the end of a finger pier. Pier head is 
Gwately fendered and a holding off buoy is utilised if necessary 
*ause of swell. Vessels berth portside to the jetty. Both anchors used. 
ak pier is 610 ft. long. The berth is being dredged to 50 ft. depth. 

j0| KERS: Fuel and gas oil discharged, 8 in. hoses. No slop facilities. 

IASITY: 1025. 

8§SH WATER: Not available. 

MEL: Not available. 

WNSULS: Nearest at Kingston. 

TOMS ALLOWANCES: 25 cigarettes and part bottle spirits per day 

man 


man. 
WORE LEAVE: Allowed. 
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HPMASTER’S REPORT: October 1978. 
“uments: 
‘Crew Lists. 
iSore Lists. 
@ Curio Lists. 
#  laccination List. 
*  laritime Declaration of Health. 
“40 Line Certificate. 
rat Certificate. 
arance from Last Port. 
Notices of Readiness. 
wae: Pilot available and compulsory. Pilot station 1 mile S.W. of 
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tons: Day and night berthing possible. 

“! Size: LOA, 650 ft. Beam 90 ft. Max. draft 36 ft. 

2No tugs available. In an emergency nearest tugs at Kingston. 

Mand Length of pier 700 ft. 1 shiploader, max. outreach 90 ft. and 

; Clearance under loader 46 ft. 2 chutes load 1 hatch (port and 

roptd Loader movable along dock for 600 ft. Max. loading rate 

wat t.p.h. or 25,000 tons daily for bulk carriers. Loading carried 

a Nours a day. 

i Not very satisfactory in heavy swell and ship's side rails are very 

9 ‘0 damage when loaded as large fenders (tractor tyres doubled 

— main deck and damage rails. Stevedores refuse to accept 

on only broke 1 mooring rope. Shore gangway used, of light 

» ..M construction which must be tended throughout. A hazard to 

“Shore or onboard. 

yj nf Strong Westerly current running and Easterly winds blowing, 

then omed me that it sometimes takes up to 7 hours to berth ships. 

Nher yey seas running, it is best to leave berth and return when 
oves. 

ica: 2 hospitals at Mandeville but seamen usually sent to Nursing 
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Tankers: Fuel oil, diesel oil, sodium sulphate, caustic soda and sulphuric 
acid handled at the tanker berth. 

Density: 1025 — 1026. 

Fresh Water: Not available. 

Fuel: Not available. 

Time: GMT minus 5 hours. Except during Daylight Saving Time GMT 
minus 4 hours. 

Repatriation: Reliefs and repatriation can be arranged through Kingston 
which is about 87 miles away by road. Reliefs flying out through Miami 
all lost their luggage for a while as it was booked right through to 
Jamaica. Advisable to book luggage to Miami, collect and clear through 
Customs and then re-check it in. U.S. visa also required even for transit 
through U.S.A. 

Current: Usually Westerly at 2.5 to 3 knots. 

The current runs at right angles to the steel girder type berth on stilts 
and makes it difficult to get the stern alongside so a powerful tug would 
have been of great assistance. 

Tidal Range: 1.5 ft. 
Publications/Charts: 

B.A. 260 Pedro Bank to the South Coast of Jamaica. 

B.A. 258 Ports and Anchorages on the South Coast of Jamaica. 

B.A. 446 Jamaica. 

USA 26124 Portland Bight to Great Pedro Bluff (with plan of Port 
Kaiser). 

NP 70 West Indies Pilot (N.W. Part) Vol. 1 with Supp. No. 4. 
Working Hours: Office hours 0800 — 1600 but 24 hours when vessel in 


port. 
Officials: Customs, Quarantine and Immigration Officials boarded on 
arrival. The Quarantine Official lives on board whilst vessel in port to 
ensure nothing is thrown into the sea. 

Survey: Holds surveyed before loading for cleaniness and Certificate of 
Cleanliness issued. Draft survey taken before and after loading 
(6 ft. swell and rough seas at the time). 

Laundry: Can be arranged but takes 2 — 3 days. 

Provisions: Fresh provisions available from nearest country market at 
Mandaville. Market days — Wednesday, Friday and Saturday. Main 
stores can be ordered from Kingston but very expensive and trucking 
charge $150. 

VHF: Channel 16 said to be monitored in Agents office at Port Kaiser, 
pilot boat and Dock Office Port Kaiser but not able to make contact when 
inward bound. 


AUTHORITY: Port Authority of Jamaica. 


PORT RHOADES, Discovery Bay: 18.29 N. 77.24 W. 


(See Plan) 
DOCUMENTS: 

5 Crew Lists. 

2 Stores Lists. 

1 Customs Clearance from last port. 

2 Declaration of Crew Personal Effects. 

1 Maritime Declaration of Health (available on arrival). 

Vaccination Certificates for all crew members. 

1 Copy of each cargo document. 

PILOTAGE: Compulsory. ETA’s should be cabled to “Kaisbaux 
Discovery Bay”, 48, 24, and 12 hours before arrival. 

Pilot will board vessel on arrival 2 miles outside channel, if berth is 
available. 

ANCHORAGES: No designated anchorage. If berth is occupied, vessels 
will remain within a 3-mile area of the channel until berth is available. 
Docking instructions are given by VHF. 

The area around the harbour to a depth of 60 m. is a marine reserve 
for study. Positively no anchoring on surrounding reefs. 
RESTRICTIONS: Entry may be at any time of day or night throughout 
the year. 

MAX. SIZE: Max. permissible length, 700 ft. 

Max. permissible breadth, 92 ft. — 104 ft. 

Max. permissible draft, 37 ft. 6 in. 
PRATIQUE: Pratique inspection and clearance given on berthing. Notify 
“Kaisbaux, Discovery Bay” as soon as possible before arrival full details 
of any suspected disease or fever on board. 

There is no Radio Pratique. 

RADIO: Route all ETA’s and cables via Kingston Radio or nearest radio 
Station. 

VHF: Channel 16, 24 hours a day. Channels 12, 13, 26 and 28 also 
available. Range 30 miles. 

TUGS: None available. Pilot launch will assist in taking ship's lines 
during pineal | if required. 

BERTHING: One finger pier, (Position 18° 28’ 45” N., 77° 24’ 20” W.) 
adequate fenders, used by bauxite ships and tankers alike. 

Ships loading bauxite must dock with the top of the hatch covering of 
the first hold to be loaded not more than 35 ft. above sea level. 

Bauxite loading rate 4,000 t.p.h. 

All loading hatches to be opened for inspection if weather permits. 

Gangway to be rigged ready for lowering immediately on berthing. 
safety net must be attached to the gangway. 

Hawse pipes to be securely sealed as soon as berthing is completed. 
Draft reading and other ladders are to be kept hauled up at all times 
while the ship is berthed. 

Rat guards to be installed on lines at all times when at berth. 
Washboards are to be installed over starboard wing tank outlets, so as 
not to discharge on pier. 

STEVEDORES: All arrangements are made by Kaiser Bauxite Company 
for unloading/loading any general cargo. 
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MEDICAL: Medical facilities and hospital available in the vicinity. 
TANKERS: Two fuel lines, hose 8 in. (pipeline 12 in.) diameter. Back 
pressure 150 Ib. One gas oil line, hose 8 in. (pipelines 6 in.) diameter. 
Back pressure 150 Ib. 

Tankers use same berth as bauxite vessels. It may be necessary at 
times for tankers to wait on bauxite vessels loading, or arriving, and 
tankers may have to vacate the berth before completion of discharging 
to make way for bauxite vessels which have absolute priority. 
DENSITY: 1025. 

FRESH WATER: Available. 

FUEL: Not available. 

FIRE PRECAUTIONS: Usual non-smoking precautions with respect to 
tankers. Portable fire extinguisher available on pier. 

CONSULS: Nearest Consuls are in Kingston, 80 miles distant. 

DRY DOCKS: No facilities in Jamaica for other than the smaller types 
of vessel (e.g. tug). 

GANGWAY/DECK WATCHMEN: To be provided by vessel. 
OPENING/CLOSING HATCHES: To be done by ship's crew. 
CERTIFICATES: 

Load Line Certificate. 

Registration Certificate. 

Derat Exemption Certificate. 

CUSTOMS ALLOWANCES: Tobacco: Each crew member, including 
officers, normal allowance 2 oz. tobacco or 2 packets of 20 cigarettes 
per day released from bond. Wine: no limitations on use of wine on 
board. Spirits: Officers only are allowed part bottle. 

REPATRIATION: Can be arranged through ship's Agent. 

AIRPORT: Montego Bay, 40 miles away; Kingston, 90 miles away. 

Both are international airports, with several scheduled flights per day 
to U.S.A. and Europe. 

TIME: GMT minus 5 hours. 

TELEPHONES: No ra BETTS for ship-board connections. 
IDENTIFICATION CARDS: Not required. 

GARBAGE DISPOSAL: Not available. 

WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS: Gift shops, church services, football matches, 
dances, mini-bus, postage facilities, lawn and table tennis and 
badminton available at Port Rhoades Employees Sports Club. 
CURRENCY: Jamaican Dollar (JA$). 

GENERAL: Buoyage: IALA system “B”. 


SHIPMASTER’S REPORT: March 1984. 

SatCom has been used successfully in giving the 48, 24 and 12 hour 
ETAs. 

Call on Channel 16 VHF when 20 miles off. 

Pilot will board about 1.5 miles to the N.E. of the entrance. Some 
Pilots do not like to dock vessel at night and delays may be encountered. 

If awaiting berth drifting 8 — 12 miles off to the N.N.E. seems to be 
the most satisfactory. There is about a 0.5 knot West drift depending on 
weather conditions. 

This vessel has a 93.2 ft. beam and is loaded without difficulty but a 
close eye must be kept so as not to get a starboard list that will be very 
hard to correct. 

When docking, the approach will be at right angles to the dock. At 
about 200 yards away the port anchor will be let go and 2 lines sent to 
the farthest inshore bollard at the head of the dock. The vessel will then 
be worked alongside using small kicks ahead until it is fast alongside, 
starboard side too. All vessels dock starboard side in a very sheltered 
berth. When fast alongside there will be 6 — 7 shackles out on the anchor. 
When making the approach have the 2 headlines married with a gantline 
and the pilot boat will have an easier time. Docking with strong offshore 
winds can be very difficult. 

When departing the vessel heaves up on her anchor pulling herself 
in to the channel. Care must be taken not to speed so as to squat the 
vessel when going out loaded, especially in swells. There have been 
reports from other Masters of touching bottom in the channel and the 
divers in the local marine laboratory have confirmed anti-fouling paint 
on the reefs on the channel bottom. 

Limited diving work can be arranged through Kaiser from the Marine 
Laboratory located in Discovery Bay. 

Port officials are very friendly and helpful. Vessels bound for the States 
must keep a sharp watch for stowaways and smugglers. 


AUTHORITY: Operator: Kaiser Bauxite Company, Discovery Bay, P.O., 
St. Ann, Jamaica, W.1. Te/: 973-2221/5. Telex: 7404. Cables: Kaisbaux. 
FAX: 973-2568. Contact: Leopold Cover, Shipping Supervisor. Carlyle 
Lynton, Plant Manager. 


SALT RIVER: 17.50 N. 77.10 W. 


DOCUMENTS: Health Certificate. Crew List. Manifest. Bills of Lading 
and other ship's papers for cargo shipped, prepared by Wisco Wharves 
Limited, a subsidiary of The West Indies Sugar Company Limited. 
PILOTAGE: Latest 12 hours prior arrival off pilot station. Cable 
“Monymusk Lioneltown” giving name of vessel, ETA, date of arrival. 
Pilotage — optional, Barebush Cay; Compulsory, Pigeon Island; pilot boat 
at Salt River. 

ANCHORAGE: Lat. 17° 49.58’ N., Long. 77° 08.40’ W. 
RESTRICTIONS: No restrictions. 

MAX. SIZE: Draft 30 ft. 

HEALTH: Customs grant Pratique. 

RADIO: Cable Agents via Kingston Radio/6YI. 

TUGS: Not applicable. 

BERTHING: No berthing facilities. 
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STEVEDORES: 48 hours notice prior arrival of vessel. Commer 
sugar. Loading rate approximately 1,800 tons per day. A 
MEDICAL: No advance notice required. 

FRESH WATER: Can be arranged if given sufficient notice. 
FUEL: None available at port but can be arranged. 
CONSULS: None. 

REPAIRS: Not possible. 

GANGWAY/DECK WATCHMEN: Customs guards. 
OPENING/CLOSING HATCHES: Normally done by crew. 
SHIP CERTIFICATES: Registered Tonnage Certificate on jy. 
Master's and Chief Engineer's Certificates of Competency, ag.” 
Line Certificate. 7 
CUSTOMS ALLOWANCES: Tobacco, determined by Customs » 
and/or Spirit, determined by Customs. 

REPATRIATION: Can be arranged. 

AIRPORT: Palisadoes International approximately 50 miles ava, 
served by regular airlines. ’ 
TIME: GMT minus 5 hours. 

HOLIDAYS: New Year's Day; Ash Wednesday; Good Friday: ¢, 
Monday; Labour Day (23rd May); National Heroes Day; Indepeng. 
Day; Christmas Day (25th December); Boxing Day. Work o» 
arranged on all public holidays except Good Friday and Christmas; 
POLICE/AMBULANCE/FIRE: Police Vere 233; Ambulance Vex: 
No port fire brigade. ] 
TELEPHONES: Radio communication ship to wharf can be array 
SHORE LEAVE: Crew members are allowed ashore. 
IDENTIFICATION CARDS: Not required. 

DELAYS: Delays can be expected. 

AUTHORITY: Operator: The West Indies Sugar Co. Ltd. 
AGENT: The West Indies Sugar Company Limited, 5 Trevenni: 
Road, P.O.Box 174, Kingston 5, Jamaica, W.I. Tel: 65927-8. Tel 
Cable address: Head Office: “Wisco Kingstonja”. Home & 
“Monymusk Lioneltown”. 


SAVANNA LA MAR: 18.12 N. 78.09 W. 


DOCUMENTS: Deciaration of Health Certificate forms obtainabe: 
Supercargo. 4 copies Crew List, Stores List. Manifest, Bills of 
and other ship's papers for cargo shipped prepared by Sugar She 
Limited, a subsidiary of The West Indies Sugar Company Limite: 
PILOTAGE: Latest 12 hours prior arrival off pilot station. Cable ‘We 
Frome” giving name of vessel, ETA, date of arrival, cash required.) 
powered 88 h.p. launch painted black hull, red deck, white wheelw 
District - Compulsory and Optional. 

ANCHORAGE: Lat. 18° 11.27’ N., Long. 78° 08.20’ W. 
RESTRICTIONS: No night entry or sailing. 

MAX. SIZE: Draft 19 ft. 

HEALTH: Maritime Declaration of Health prepared by Mast 
lodged with Customs. MOH is notified of any suspected ilines 
action taken. Pratique automatic. 

RADIO: Cable Agents via Kingston Radio 6YI. 

TUGS: Not applicable. 

STEVEDORES: No particular ETA advice required. Commodi! 
sugar. Average loading rate 1,500 tons per day. 

MEDICAL: No advance notice required. Hospital facilities ave 
FRESH WATER: No facilities. 

FUEL: No port facilities, but can be arranged. 

CONSULS: None. 

REPAIRS: Not possible. 

GANGWAY/DECK WATCHMEN: Customs guards. 
OPENING/CLOSING HATCHES: Normally done by crew. 
SHIP CERTIFICATES: Registered Tonnage Certificate on fis 
Master's and Chief Engineer's Certificates of Competency, also. 
Line Certificate. 

CUSTOMS ALLOWANCES: Tobacco, determined by Customs’ 
and/or Spirit, determined by Customs. 

CARGO GEAR: No additional requirements. In use, grabs operé® 
ship's winches. 

REPATRIATION: Can be arranged. 

AIRPORT: Montego Bay International approximately 32 miles av 
served by regular airlines. 

TIME: GMT minus 5 hours. 

HOLIDAYS: See “Kingston”. 

POLICE/AMBULANCE/JFIRE: Police Savanna la Mar 621; Ame 
533; Fire 666 and 540. 

TELEPHONES: Radio communication ship to wharf can be ai 
during day only. 

SHORE LEAVE: Crew members are allowed ashore. 
IDENTIFICATION CARDS: Not required. 

DELAYS: Delays can be expected. 

AUTHORITY: Operator: The West Indies Sugar Co. Ltd. i 
AGENT: The West Indies Sugar Company Limited, 5 Trevenno” 
Road, P.O.Box 174, Kingston 5, Jamaica, W.|. Tel: 65927-8. Te 
Cable address: Head Office: “Wisco Kingstonja’’. Home Office: wo 
Frome”. 
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_«. agvisory Service: Kanmon Kaikyo Traffic Advisory Service 
information and traffic control for vessels entering, leaving or 
[ ng within the Kanmon Kaikyo area and its approaches. 
2 enmon MARTIS. . 
* on Traffic Advisory Service Centre (33° 53.63’ N., 130° 55.27’E.). 
saonone: 093-372-0099. 
sik 093-381-4499. 
or 7123 28 KMTASC. 
» KANMON KAIKYO TASC TLX 7123 28. 
anency: VHF Channels 16, 14 and 22. 
ays 24 hours. 


seeedure: The following procedures apply to vessels of 3,000 g.r.t. or 
«intending to navigate within the Kanmon Kaikyo area (1,000 g.r.t. 
‘vending to navigate the Tobata Fairway). 
advance Report: piper’ ; Ine 
4) Vessels of 3,000 g.r.t. and over, intending to navigate within the 
Kanmon Radar Service Area should send, to the Centre, a report 
3 hours before crossing the first reporting line. Vessels leaving a 
port or weighing anchor within the area, 3 hours before departure. 
Pas Vessels of 1,000 g.r.t. and over, intending to enter or leave 
q Seitetsu-Tobata Hakuchi through Tobata Fairway, should send 
‘s —_eport by 1200 hrs. of the previous day. 

Additionally vessels over 300 g.r.t. entering or leaving the 
Wakamatsu or Okudokai Fairways should report to the 
Wakamatsu Port Control Office. Vessels over 3,000 g.r.t. may 
send this report through the Centre. 

») Reports may be made by VHF through Moji MSA Station, in 

_ writing to Kanmon Kaikyo Traffic Advisory Service Centre, 
Mutsubara 2 chome 10-11, Moji-ku, Kita-Kyushu-City, or by 
Telephone, Telex, Telegraph (see above). Any changes of more 
than 15 minutes, to previously notified times, should be reported 


te immediately by those vessels over 1,000 g.r.t. intending to enter 
dx or leave Seitetsu-Tobata Hakuchi, through the Tobata Fairway, 
or together with any other amendments. All other vessels should 
report changes of more than 15 minutes to estimated time of 
an crossing first reporting line (or weighing anchor within the area), 
es and any other changes as soon as possible. All reports of 
us changes should be prefixed by the word “Amendment”. 
¢} The report should include the following information: 

1. Name of addressee. 

2. Name of vessel and g.r.t. 

3. Call sign. 
ae 4. LOA. 
a 5. Max. draft. 

6. Description of dangerous cargoes and amounts (if any). 

7. Port of departure. 

8. Port of destination. 

9. Name of position reporting line. 

10. ETA and date of crossing (9). 

11. Intended channel (fairway) to be navigated. 

12. ETA channel (fairway) or ETD berth. 

13. Scheduled anchorage (and ETD anchorage). 

14. Estimated speed. 

15. Means of communication with MSA. 

16. Pilotage arrangements. 

17. Name and address of message sender. 
ca 18. Remarks. 
a 
in All vessels should maintain a continuous listening watch on VHF 


Channel 16 within the Radar Service Area from 3 hours before 
tb crossing the first reporting line (or on leaving a berth), until they 
, leave the area (vessels should listen on 500 kHz or 2182 kHz if 
Channel 16 is not available). 


All vessels are requested to report their position on crossing the 

first reporting line in the Radar Service Area (or on leaving a berth 

in the Kanmon Port area) Stating: 

(a) Name of vessel. 

(>) Time of crossing reporting line (or time of departure from 
berth) (Japanese Standard Time). 

(c) Identity of reporting line (MN, SS, etc.) (or code number 
of berth). 


2 | porting p ¢ 
lane of ig Points: 
at | *ortng Li 
leh of Line 
Wutsure Shima 


Abbreviation Description 


MN A line bearing 000° 6,930 m. from 
Mutsure Shima Lt. (33° 58.5’ N., 

130° 52.2’ E.) thence 90° to Kurumi Se Lt. 
Bn. (34° 02.2’ N., 130° 53.8’ E.). 

A line joining the South point of Aino 
Shima (33° 58.94’ N., 130° 49.41’ E.) with 
North point of Kata Shima (33° 57.96’ N., 
130° 50.88’ E.). 

A line bearing 180° from Shira Su Lt. 

(33° 58.82’ N., 130° 47.65’ E.) to the 
shore. 


8h of Aino Shima AS 


3th of Shira Su ss 


JAPAN 


Name of 
Reporting Line 
North of Wakamatsu WN 


Abbreviation Description 


A line bearing 310° from Wakamatsu 
Dokai Entrance Breakwater Lt. 

(33° 56.28’ N., 130° 51.18’ E.) to the 
Kanmon Harbour limit (N.E. of Lt. Buoy 
No.6). A line joining the above light and 
the following points (all bearing and 
distance from the light) 159°x 730 m.; 
233° 1,680 m.; 223.25°x 1,780 m.; 
221.25°x 1,630 m. and 152°x 1,050 m., 
thence to the point bearing 087° 580 m. 
from the Sunatsu Breakwater Lt. 

(33° 53.42’ N., 130° 53.78’ E.). 

A line from Moji Saki Lt. (33° 57.54’ N., 
130° 57.93’ E.), following the Southern 
limit of the Kanmon Fairway to a point 
144.5° 1,185 m. from Kanenotsuru 
Misaki Lt. (33° 54.47’ N., 130° 54.79’ E.). 
A line from a point 219°x 405 m. from 
Hino Yama Signal Station (33° 57.89’ N., 
130° 57.83’ E.) following the Northern limit 
of the Kanmon Fairway to a point 
240.25°x 365 m. from Daiba Hana Lt. 

(33° 56.77’ N., 130° 52.56’ E.). 

A line from Takeno Hana (33° 54.13’ N., 
131° 00.50’ E.) to a point 90°x 2,150 m. 
from Shin Moji Hakuchi Breakwater Lt. 
(33° 52.20’ N., 131° 00.75’ E.). 

A line from a point 90°x2,150 m. to a 
point 90°x8,150 m. from Shin Moji 
Hakuchi Breakwater Lt. (33° 52.20’ N., 
131° 00.75’ E.). 

A line from a point 90°x 8,150 m. from 
Shin Moji Hakuchi Breakwater Lt. to a 
point 215°x3,950 m. from Ryuo San 
Triangulation Point (33° 57.18’ N., 

131° 10.24’ E.). 

A line from a point 215°x3,950 m. to a 
point 240° 4,350 m. from Ryuo San 
Triangulation Point. 

A line joining Manju Shima Lt. 

(33° 59.51’ N., 131° 01.74’ E.), and the 
Southern point of Kanju Shima 

(33° 59.43’ N., 131° 00.65’ E.). 

A line from He Saki Lt. (33° 57.36’ N., 
131° 01.52’ E.) to a point 10.5°x 820 m. 
from the light, thence to a point where a 
line 315.5° from the light intersects with 
the port limit, thence to a point where a 
line 67.5° from Moji Saki Lt. 

(33° 57.54’ N., 130° 57.93’ E.) intersects 
the port limit, thence to the Moji Saki Lt. 
Information Broadcasts: On 1,651 kHz, every H + 00 to H + 15 and 
H + 30 to H + 45 (comprising information about transit of large and 
other vessels, weather warnings, meteorological information, fishing 
activities, alterations to navigational aids and construction works). 
Special broadcasts are also made in the event of a maritime accident 
or other restriction to navigation within the area. Navigational information 
may also be obtained by telephone (093-372-3399). Passage 
information is provided on VHF to those vessels who already have made 
a position report. 

Radar Service Area: Covers the whole of Kanmon Kaikyo, including 
the Western and Eastern approaches, together with the area North and 
East of Mutsure Shima. 

Radar Assistance: Available on request from the Traffic Advisory 
Centre as follows: 

(1) Own vessel's position: Report vessel's approximate position to the 
Centre. Position of vessel will be given by bearing and distance 
from radar conspicuous objects within the area. 

(2) Position of another vessel: Vessel should report own position and 
approximate bearing and distance of vessel for which information 
is requested. Information given comprises relative position, course 
and speed, and, if known name, tonnage and destination. If vessel 
is involved in construction work, details will be given. 

(3) During periods of limited visibility, information on the relative 
positions of other vessels, their course and speed, is provided. 

Warning Service: The Traffic Advisory Centre provides information on 
VHF to vessels which have previously submitted a position report, in 
the event of any of the following: 

(1) To prevent collision: If there appears to be a danger of collision, 
vessels will receive the following details: 

(a) Approximate position. 
(b) Name, type, g.r.t. and destination of other vessel. 
(c) Estimated time and location of possible collision. 

(2) To warn a vessel proceeding with incorrect course and/or speed. 

(3) To warn a vessel approaching a dangerous area (shoal water, site 
of a recent accident, etc.). 

Advice will also be provided from the Centre for those vessels 
anchoring in the area East of Mutsure Shima. 
Restrictions: Notice on Navigational Restrictions in Kanmon Passage 
under poor Visibility: Under poor visibility, navigational restrictions in 
Kanmon Passage are brought into effect on and after June 21st 1992. 
On navigating in Kanmon Passage, vessels are advised to keep watch 
on VHF Channel 16 and radio, etc., on which navigational information 
will be broadcast by "Kanmon Martis” and a coastal radio station, and 
to confirm navigational restrictions as mentioned below: 
1. The area of restrictions: 
The whole area of Kanmon Passage. However, for the area or areas 
where the visibility is confirmed clear, restrictions will be partly 
released. 
2. The vessels of restrictions: 
All vessels which intend to navigate in Kanmon Passage. 


South of KS 
Kanmon Fairway 


North of KN 
Kanmon Fairway 


North of Shin Moji SN 


East of Shin Moji SE 


South East of HS 
He Saki 


West of Onoda Ow 


South of Chofu cs 


North of Tanoura ™ 
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3. Contents of restrictions: 
(a) First step — “Precaution against poor visibility’, in case of 


(b) 


Methods of notification: 


visibility 1,000 m. or less. 

When the visibility in Kanmon Passage being 1,000 m. or 
less, “Precaution against poor visibility” is to be issued. 

Vessels which intend to navigate in the area are advised to 
navigate with great caution, and keep a sharp lookout. 
Second step — “Requisition to avoid entering the Passage”, in 
case of visibility 500 m. or less. 

When the visibility in Kanmon Passage being 500 m. or less, 
“Requisition to avoid entering the Passage” is to be issued. 

Vessels, which intend to enter Kanmon Passage to transit 
the area, are required to avoid entering the Passage, and to 
proceed to a haven in the vicinity as soon as possible, and to 
wait until the restrictions are released. 

Vessels under way in Kanmon Passage are required to 
navigate with great caution, or to wait in a haven outside the 
Passage, and to inform “Kanmon Martis” of relevant 
information, such as the vessel's name, location, etc. 

* In Japanese only. 


Information of issue and cancellation of navigational restrictions 
mentioned above are notified by means of the following ways: 


(a) Notice by 


“Kanmon Martis’: VHF Channel16, * radio 
(1,651 kHz), * telephone service (093-381-3399) and * by light 
signal board. 


(b) Notice by “Moji Sea Patrol Radio/JNR”: A1A 500 kHz, * SSB 2, 


182 kHz, and VHF Channel 16. 


(c) Notice by Patrol Craft: Patrol craft are stationed in and around 


the area of Kanmon Passage. 


5. Inquiry on details of navigational restriction: 
For details on navigational restrictions, contact MSA stations at the 
following number: 


NOTE 
de 


Moji Maritime Safety Office 
093-321-0398 and 093-321-3215. 

Kanmon Kaikyo Traffic Advisory Service Center (Kanmon Martis) 
093-372-0099. 


Kanmon Martis, when necessary, provides navigational information 


and gives navigational advice to individual vessels. Vessels 
equipped with VHF Channel 16 and/or conventional telephone are 
advised to keep the lines open. 

2. While “Precaution against poor visibility” or “Requisition to avoid 
entering the Passage’ are being issued, vessels are advised to take 
the necessary steps such as keeping sharp lookout, placing engine 
on stand-by, etc. 

3. Vessels should, while underway, fly International Code Flags to 
indicate their destinations under the provisions of Port Regulations 
Law (otherwise they will be advised from patrol craft to do so). 

The Passage through the Seto Inland Sea by Foreign Vessel: The 

Government of Japan has treated the Seto Inland Sea as “Internal 

Waters” for many years, and Article 2 of the Law on the Territorial Sea 

of Japan, which has been enacted and enforced in 1977, confirms such 

legal status of the Seto Inland Sea as the internal waters of Japan. 
Under International Law, foreign vessels do not basically enjoy the 
right of innocent passage through internal waters, such as the Seto 


Inland 


Sea of Japan, which has been treated as “internal waters” for 


many years. 
Therefore, the Government of Japan has basically taken a policy of 

advising foreign vessels not to navigate through the Seto Inland Sea, 

with the exception that destinations are in the Inland Sea Area, or where 

such navigation is deemed to be of emergent necessity due to storm 

and other emergency situations. 

RADIO PRATIQUE: Procedures to obtain Radio Pratique: 

A. Sanitary Certificates: 


a. 


b. 


d. 


A vessel intending to obtain Radio Pratique should apply for 
issuance of Sanitary Certificate to Quarantine Office through 
Agents. 

Accepting the application, Quarantine Officers will attend the 
vessel for Sanitary Inspection while the vessel is in the port in 
exactly the same manner as the inspection of Derat. 


. When the vessel has passed the Sanitary Inspection, the 


Quarantine Officer will issue the Sanitary Certificate and give the 
Issuance Number to the Master. But in general respects, the 
inspection is rather severe. 

The Sanitary Certificate is valid in all ports of Japan, and its term 
of validity is only for one year. 


. Application for Radio Pratique: 
a 


. When the Master requires Radio Pratique, he should cable the 


B 
b 
c 
d 
e 
13 
(1) 
(2) 
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Head of the Quarantine Station via Agents in accordance with 
the quarantine rule which stipulates that it must be done within 
36 hours to 12 hours prior to the respected arrival port. 


. The items to be reported by cable are enumerated in clause (f) 


hereunder. 


. When Agents receive the telegram from the Master, the Agents 


submit the Radio Pratique Application Form together with a copy 
of the cable sent by the Master. 


. After checking and inspecting all telegrams and papers submitted 


by the Agents, the quarantine authorities will grant the Radio 
Pratique if everything is in order and issue the Free Pratique 
certificate and term of validity. 


. The Master who has received the cable advising issuance of the 


Free Pratique from the Authorities should submit the necessary 
documents, Crew List and Passenger List to the Authorities on 
his arrival. 

% tems to be reported by cable to the Authorities are as follows: 
Notification that this cable is the information provided by Item-2, 
Clause-17 of the Law concerned. This identification should be 
noted on the top of the body as abbreviation of “RPM”. 

Name and nationality of the vessel (the item is unnecessary in 
this cable). 


- 
Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng 


(3) Full number of Sanitary Certificate indicated with 
seven (7) figures. 

(4) Name of port of departure and its date. 

(5) Name of ports of call and sailing date during 15 days 
arrival. ‘ 

(6) Name of port and ETA at destination of the vessel, 

(7) Derat Certificate —- name of the authorities issued, date a) 

(8) 

(9) 


a ny 


and kind of derat. 
Number of crew and passengers. 
Whether or not the vessel had transferred any pa: 
or goods from another vessel or aircraft on her voyage 5 
15 days before arrival. In case this is affirmative, details 
should be described. 7 
Whether there are any patients onboard or not, taken ily 
15 days before the arrival. In case this is affirmative, gg, 
conditions of illness must be given. 
Whether there has been any death of persons (with the 
of deaths caused by accident) during 15 days before ams 
if this is affirmative, details of it, i.e. name and age Of the ye 
and/or present condition of the person. 
Whether rats were caught and whether there was any 
the outbreak of black plague, and whether or not ral 
abnormally. 

(13) Whether there is or not goods on board tainted by any vy», 

quarantine epidemics. 

(14) Whether or not there is a doctor on board. 

(15) Name of Master of the vessel. 
% An example for Cable: 
RPM 084005 New York ist Dec Honolulu 16th Dec 


(10) 


(11) 


(12) 


(1) (3) (4) (5) 
Tokyo 25th Dec. 1000 Yokohama 1st Nov 81 Derat Crew 35 Py 


(6) (7) (8) 
9to13None Al Taro Yamada 
(9—13) (14) (15) 


Shipmaster’s Report: February 1989. 

If the inspected vessel is found, as far as sanitary mate 
concerned, in excellent condition, the letter “E" is added to thes 
figures of the issuance number. 

In this case, the certificate is valid for two years with the sole obly 
to have fresh water laboratory test every 12 months. 
POLLUTION: Effective 1975, the Marine Pollution Prevention 
requires any tanker of 150 tons gross and above which is loads 
an oil cargo to have materials for oil removal either on board, ora 
escort boats, or at a depot base. Depot bases are understood t! 
been established, and in this connection Owners, Time Charter 
Masters are strongly recommended to contact their Agents 2) 
10 days prior to vessels’ arrival Japan. 

Pollution Reports by Radio: 

1. Vessels navigating in Japanese coastal waters are requess 
notify the Japan Maritime Safety Agency (JMSA), through thers 
coast radio station, in cases of discharge of oil, noxious ligt 
other harmful substances in container/packaged form. 
Reports should include the following details: 

(a) Time, date and place of discharge. 

(b) Type, quantity and condition of dispersion. 

(c) Type, quantity and condition of the containers/packaging 

(d) Condition of wind and sea. 

(e) Measures already taken to prevent maritime pollution. 

(f) Name, type, g.r.t. and port of registry of vessel. 

(g) Name or title and address of vessel's owner. 

(h) Type and quantity of oil, etc., loaded on vessel. 

(i) Type and quantity of containers/packages loaded on ves# 

(j) Type and quantity of materials carried on board for the pret 
of marine pollution. 

(k) Location and extent of damage to the vessel if this was thet 
of discharge. 

2. When acollision, grounding, engine failure or other maritime a 
occurs, and results in the possibility of oil, noxious liquid subst 
or harmful substances discharging, the Master must notify the! 
of the following: 

(a) Items (f), (g), (h) and (j) of the preceding list. 

(b) Time, date and place of the accident. 

(c) Area likely to be affected by discharge; spillage, etc. 

(d) Condition of wind and sea. 

(e) Action to be taken to prevent marine pollution. 

(f) Type and quantity of containers/packages loaded on thet 
(in the case of imminent discharge of harmful substances 

3. Vessels discovering dispersed oil slicks, etc., must report thet 
the JMSA without delay. 

PILOTAGE: Compulsory Pilot waters surrounding Japa 

compulsory ports, channels and straits: 

|-A. Harbour: Vessels over 300 G/T. Hibikinada, Kawasaki.’ 

Kokura, Moji, Naha, Sasebo, Shimonoseki, Tobata, Wai 

Yawata, Yokohama, Yokosuka. 

I-B. Harbour and Bay: Vessels over 10,000 G/T. Chiba, Fu 

Kisarazu (Kimitsu), Tokyo and Tokyo Bay, Mizushima. 

Il. Channels and Straits: Vessels over 10,000 G/T. Kanmon # 

(Strait), Uraga Suido (Channel), Akashi Kaikyo (Strait), Bisan Se 

Suido, Kurushima Kaikyo (Strait). (Large vessels, oil tankers, 

gas tankers and vessels carrying dangerous cargo should 

watching-boats to guard their course until their safe na 
confirmed even after they leave the traffic route.) 

The Maritime Safety Agency has requested that all foreign flag 
and vessels carrying dangerous cargo employ Pilots in order to 
the safety of shipping traffic in the above-mentioned waters 
Japan. 

The Agency has also requested that vessels take Pilots ol 
when they navigate the Yura Seto (Tomogashima Suido). 
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ew JOMING:, Ti i] Do ents to Japan for Crew/ 
’ ts 0 ravelling cum / 
arenes t: 
vesse 
fang 9 Travelling 
ashore Document Visa Remarks 
Case 
ane Seaman's No Special Landing Permit 
al Book or issued but valid for crew 
re Passport travelling direct to port 
: where crew join ship. 
5 days Passport Req'd See names of Countries 
: # for which visa exempted 
building 
te bo 0 days Seaman's No See (1) Remarks 
“ Book or 
w Passport 
{i : . 

: days Passport Req'd See names of Countries 
i} 9 9 OA for which visa exempted 
4 « pyohase/Delivery 

“sy arrival before Seaman's No Max. 10 days stay 

ership Book or ashore permitted subject 
| apged within Passport to Agents’ submission of 

‘ays Sale of Contract and 


Export Licence. 
See (1) Remarks 


vw arrival before Passport Req'd See names of Countries 


yeership for which visa exempted 
ranged over 
‘days 
+! dey joining ship Passport Req'd See names of Countries 
© ve ownership for which visa exempted 
t 
jw arrival after Same Ordinary case 
2 wership changed as (1) 
®  \erintendent 
* «Al cases 
ie Passport Req'd See names of Countries 
rE for which visa exempted 


jt) lanes of countries for which visa not required: 

| hin 30 days: New Zealand. 

s¢) in 90 days: Argentina, Bangladesh, Belgium, Canada, Chile, 
yombla, Costa Rica, Cyprus, Denmark, Dominican Republic, 
iSavador, Finland, France, Greece, Honduras, Iceland, Iran, Israel, 
®, Luxembourg, Malta, Netherlands, Norway, Pakistan, Peru, 
‘yugal, San Marino, Singapore, Spain, Sweden, Tunisia, Turkey, 
*guay, Yugoslavia. 
re 180 days: Austria, Germany, Ireland, Mexico, Switzerland, United 
. im. 


‘marks: The above schedule is made out by a ship's agent on general 
*erstanding with Immigration Authorities. However, the above details 
| N0texpressly stated in the text of the law but based on Immigration 
‘mol Order Article 16 which reads: 
is ee 16. Permission for landing for Re-shipping. 

The Immigration Inspector may, in case an alien crewman desires 
| “#888 through Japan in order to re-ship on board another vessel in 
| “Yer port of entry in Japan, upon application of the carrier operating 
§ ‘*ssel on which the alien crewman has arrived, and in case the 
"crewman desires in order to become a crewman of a vessel in 
%, to land from another vessel, etc. and pass through Japan, upon 
%ation of the carrier operating the vessel in Japan, permit the 
“iq for re-shipping respectively. 

‘incase the permission provided for in the preceding paragraph is 
§®, the Immigration Inspector shall issue a permit for landing for re- 
"Sing to the crewman concerned. 

In case the permission provided for in paragraph 1, is given, the 
"gration Inspector may impose upon the crewman such restrictions 
period of stay in Japan, route to be followed in transit, and 
“\ohers which he may deem necessary in accordance with Ministry 
. race Ordinance. 
nu “ew of the foregoing, the contents of the schedule is not absolute 
~“May be altered. In order to ensure that crew members are permitted 
“2% Japan to join ships, please send Agent information well in 
ae of on personal data of crew member such as Full Name, Rating, 
hy Birth, Passport or Seaman's Book Number together with Flight 
2nd Ship's ETA/calling port. 


WFETY:; 


The following telex was received from Japan regarding safety 
tons for LPG carriers at Japanese ports. 


heating Terminal Clause (LPG Tankers). 

er to prevent marine pollution by oil and ensure safety in cargo 

‘tong S, Owner, Master and Crew shall abide by internationaland/or 

They and regulations. 

val tally at discharging port(s) in Japan, Owner, Master and Crew 

4 the ve “Marine Pollution and Marine Disaster Prevention Law” 
"relevant law(s). 
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Moreover, Owner, Master and Crew are strongly requested to observe 

and/or take actions in accordance with the clauses stipulated hereunder. 

(a) Before arrival at the first discharging port, the vessel shall 
complete undermentioned operations: 

1. The following pumps and lines shall be flushed and kept 


clean: 
Vessel's pumps: fire pump and G.S. pump 
The lines: bilge lines in engine room 


fire lines and G.S. lines. 
2. Reliquefaction units shall be checked to see whether they 
are in good working condition. 

3. Cargo handling equipment on board shall be tested in 
accordance with the instructions given by Charterer; 
especially, the pressure test of cargo and vapour lines shall 
be done with a pressure of more than 5 kg./sq.cm. 
Lubricating lines for cargo pumps (if equipped) and other 
lines connected with above mentioned lines shall be tested 
at working pressure prior to the vessel's arrival at the 
discharging port. 

Safety valves of cargo tanks and cargo lines shall be 

checked to see whether they are in condition. 

Upper deck shall be kept clean and free from oil. 

The faces of manifolds for connecting with shore lines shall 
be kept clean. 

6. Mooring winches, derricks, cargo control equipment and 
engine (main engine, generator, boiler, etc.) shall be checked 
to see whether they are in good working condition. 

7. Vessel shall send the Charterer the result of the operations 
stipulated in this clause (from items (a)-1 to (a)-6) by radio 
in accordance with Charterer's instructions 3 days or more 
prior to ETA at the first discharging port. 

(b) ately berthing operation and while the vessel is alongside the 
pier, the vessel shall comply with the terminal safety regulations 
hereunder: 

1. While the vessel is alongside the pier, the following work 
shall be prohibited: 

i. Transferring of bunkers. 
In a case of emergency, however, such work shall be 
done after obtaining permission from the terminal 
representatives by checking the work to be done. 

ii. The operations for which fire is used and those which are 
likely to cause fire. 

iii. The work which will make the vessel unable to move 
under its own power. 

2. During cargo operation, necessary numbers of watchmen for 
ensuring safety shall be on deck, besides Officers on duty, 
so that they may watch the vessel and the adjacent areas 
to eliminate any type of accident. 

3. While the vessel is in port, the boil off gas shall not be 
exhausted. 

4. The pressure of the lubricant oil at the stern tube after seal 
shall be kept lower than that of sea water outside the vessel. 

5. While the vessel is alongside the pier, gas detection shall 
be made at regular intervals in the following places: 

i. Around the valves of each tank dome. 
ii. Around the manifolds. 
iii. Around the compressor room. 
The Crew of the vessel shall be prepared for cargo leakage 
and/or gas leakage which might happen aboard the vessel. 

(c) If there is any indication of cargo leakage and/or gas leakage 
during cargo operation, the vessel shall stop all pumping 
operations and notify the Terminal Representatives and/or 
Charterer’s Supervisor(s) to that effect. 

The vessel shall not resume cargo operation unless a thorough 
investigation is made, appropriate remedies are taken, and 
permission from the Terminal Representatives is obtained. 

(d) When Charterer sends their Supervisor(s) to the vessel to check 
the vessel or to assist cargo handling operation in the case of 
necessity, Owner, Master and Crew shall agree to cooperate 
with him or them. 

At all times, however, the full responsibility for cargo operation 
shall still lie with the vessel. 

(e) Owner shall send the Safety Marine Supervisor(s) to the vessel 
to attend the vessel's cargo operation at all times and he or they 
shall also be requested to attend the meeting for securing safety 
which is held prior to commencement of cargo operation. 

Unquote. 


REPORT: 1984. 
Providing information of an anchored vessel at time of the approach of 
a typhoon in Tokyo Bay. 

The Regional Maritime Safety Headquarters and the relative 
authorities have issued a notice, the contents of which is summarised 
as follows: 

In Tokyo Bay, there are 2 congested areas with anchoring vessels at 
the time of the approach of a typhoon and cases of dragging anchor 
and collisions will occur. We, therefore, will try to provide the following 
information concerning the situation of anchoring vessels when a 
typhoon approaches these areas of Tokyo Bay for the time being, make 
effective use of the anchorage and prevent accidents to anchoring 
vessels. 


sale 


1. Office to provide information . . . Tokyo Wan Traffic Advisory 
Service Centre (Tokyo MARTIS or VTS Tokyo) 
2. Time of commencing/ending information provision . . . The time 


when the recommendation of refuge is established/withdrawn by 
Captains of the Ports in Tokyo Bay. 

3. Individual information . . . The number of anchoring vessels at 10 
minutes to every hour will be informed in English and Japanese by VHF 
(Call by Channel 16, communicate with Channel 14 or 22) or telephone 
(Telephone Number: 0468-43-8622-8624) upon request of vessels. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, by 


Anchoring vessels in Tokyo Bay are requested to pay careful attention 
to the following subjects when stormy weather such as a typhoon is 
expected. 

— Anchoring vessels are requested to keep watch continuously on 
VHF Channel 16. 

— Vessels should keep the main engine on standby-by at all times. 


SHIPMASTER’S REPORT: August 1978. 
It is possible to have the latest changes in ETA relayed by VHF to Inland 
Sea Pilot stations, for: 
1. Wadamisaki via Kobe Port Radio on Channel 16, call “Kobe- 
Port", or Osaka Port Radio on Channel 16, cail “Osaka-Port”. 
2. Sekisaki via Oita Port Radio on Channel 16, call ‘“Oita-Port”. 
3. Hesaki, via Shimonoseki Port Radio on Channel 16, call 
“Shimonoseki Port’. 
These stations are very co-operative and they immediately give the 
latest information concerning boarding-time and place, as well as 
requirements concerning the pilot ladder. 


ABASHIRI: 44.01 N. 144.17 E. 


DOCUMENTS: 
Ship’s Register (and International Tonnage Certificate, if Register 
does not show gross and net tonnages). 
Last Port Clearance. 
6 copies Crew List, including Passport numbers. 
3 copies Passenger List. 
2 copies Stores List. 
2 copies Declaration of Crew Baggage. 
PILOTAGE: Not compulsory. Pilots are available from Kushiro with 
advance notice. 
RESTRICTIONS: Port entry is permissible at all times, but pilots are 
only available during daytime. 
Draft limitation in the channel is 12.0 m. 
HEALTH: Radio Pratique is available. Ordinary quarantine inspection 
takes place at Quarantine Anchorage. 
TUGS: 1x 1,500 h.p., 1800 h.p., 1x600 h.p., 1x 450 h.p., 1350 h.p. 
and 1150 h.p. 
BERTHING: 


(See Plan) 


Name of Berth Length Depth Capacity 
(m.) (m.) (g-r-t.) 
No. 1 Wharf 181 5.5 1x 2,000 
No. 2 Wharf P. 1 100 5.5 1x 2,000 
P.2 135 to 1x 5,000 
No. 3 Wharf P. 1 180 55 2x 2,000 
P.2 130 fie 1x 5,000 
No. 4 Wharf P. 1 185 10.0 1x 15,000 
P.2 240 12.0 130,000 
Dolphin (Shinko) 153 8.0 1x 5,000 


CRANES: No floating cranes. 

STEVEDORES: Normal working hours 0800 — 1700. Labour available 

on Sundays and holidays when required. 

oe Meh S available. 

FRESH WATER: Available. 

FUEL: Only domestic oil is locally available. Bonded oil available from 

Muroran or Hakodate with sufficient advance notice. 

REPAIRS: Small repairs possible. 

GENERAL: Lightering: Not possible. 

Shipchandlers: Provisions and stores are available with advance notice. 

Immigration: The authorities come from Kushiro. 

AUTHORITY: City of Abashiri, Port and Harbour Division, Higashi 4 

Chome, Minami 6, Abashiri City 093, Hokkaido, Japan. Tel; 0152-44- 

ee 11. FAX: 0152-43-6151. Contact: Eiji Sakuramoto, Port and Harbour 
anager. 


AGENT: Sub-agents of Aall Barwil Agencies. 
Nippon Express Co. Ltd., 3-6-13, Shinmachi, Abashiri City, Hokkaido 
— neears Tel: (0152) 44-7151. Fax: (0152) 44-9255. Cables: Nexco 
ashiri. 


AlOI: 34.46 N. 134.28 E. (See Plan) 


PORT LIMITS: A line drawn between Kama-Saki and Kane-Ga-Saki 
defines the seaward limit of the port. 
DOCUMENTS: 

Ship's Register/International Tonnage Certificate. 

2 Voyage Memorandum (List of ports of call). 

Last Port Clearance. 

3 Crew Lists, including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist aten radio, firearms/swords, etc., (only at first port of call in 
Japan). 

Ship's Agents will prepare: |nward/Outward Declaration. 1 Cargo 
Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship's oe peed should be provided with necessary information about 
details of cargoes in advance. 

PILOTAGE: Inland Sea Pilotage should preferably be arranged through 
Agent by cable via Nagasaki Radio giving 72 hours’ notice. Urgent 
correction of ETA outside business hours should be cabled direct to pilot 
station. Inland Sea Pilot Association covers all inland sea ports. Pilotage 
compulsory for vessels of 10,000 g.r.t. and over, and recommended for 
smaller vessels in view of number of islands and difficult channels 
causing navigational hazards. Pilots obtained from one of three pilot 
stations dependent upon vessels last port of departure and at Master's 
discretion. Pilotage available throughout 24 hours and 72 hours advance 
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notice preferred, thereafter advising any alterations. Most Ing 
Pilots also act as Harbour Pilots up to berth or anchorage at dey A 
Note: VHF communication available with Inland Sea pilot Station 
see “Shipmaster’s Report” before first port. ; 

1. Wadamisaki, at entrance to Kobe (vessels transiting Ki 
Position 34° 34.09’ N.; 135° 11’ E. Telegraphic address: “Ans 

2. Sekisaki, 3 miles South of Sekisaki lighthouse. (Vessels tag 
Bungo Channel.) Position 33° 13’ N.; 131° 54’ E. Telegraphic ss, 
“Anjin Saganoseki". In event bad weather, recomm 
proceed for shelter as near as possible having due regard tos 
Sekisaki pilot station. 

3. Hesaki, at East side of Kanmon (Shimonoseki) Straits, Py 
33° 56’ 24” N.; 131° 03’ 12” E. 

Aioi Dock Master not licensed to pilot vessels from outer harboy, M 
boards at anchorages outside Aioi Bay. a, 
ANCHORAGES: 9 anchorages outside Aioi Bay and 2 anche, a 
inside the Bay as follows: Pp 

North: True bearing 342° from Kasamatsu Iwa, distance 1,34, 

South: True bearing 335° from Kasamatsu Iwa, distance 86)» 
MAX. SIZE: See “Berthing”. 

HEALTH: Pratique to be obtained at another Port prior arrival iy Al 

At first port of call in Japan, vessel must obtain Free D 
Quarantine officers will attend vessel only from daylight to SUNS) of 
Master to show all Vaccination Cards and Derat Exemption 
In case vessel arrives from cholera-infected area within 10 days 4 
must advise crew and passengers health condition to 
Quarantine Office through ship's Agents prior to arrival and closes 
pipes before entering port. 

RADIO: Recommended Master communicates with Agents t} 
Choshi Radio or Nagasaki Radio which cover all ports in Jap 
specifically Westbound vessel, to contact Choshi and Northdop 
contact Nagasaki Radio respectively. 

TUGS: Normally join vessel at anchorage inside Aioi Bay. Tugs) 
always used without charge. 


BERTHING: 
Wharf No. LOA Max. Draft ati) 
(m.) (m.) 
ve 340 7.0 94 
8 340 5.5 in 
9 290 65 9 @ 
10 340 5.5 98 
11 230 5.5 7 ¥ 
12 350 7.5 § 
MEDICAL: Full hospital facilities available without prior notice. 
TANKERS: Must be fully gas-freed before entering the port. Nofzi T! 
for tank cleaning or gas freeing in the port. Barge for slop dispos 2 
be arranged by Agents. 8 
DENSITY: Average 1025/1026 Winter, and 1018/1020 Summer . 


FRESH WATER: Available from jetty/dock. 

FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, \s! 
Osaka Bay and Kanmon Port. At all other ports bunkers will be lig 
from the nearest bunker stock ports at max. 7 days prior notice 
CONSULS: None. 

DRY DOCKS: 

Restrictions: Vessels may anchor any time day or night. Dr 
trim to be adjusted to enter dry dock per dockyard recommenda 
follows: 

Max. Draft 


Name of Dock at L.W. Max. Trim Min. Toe 
LOA LOA 

No. 1 D. 5.50 m. ——+1.50 m. +04 A 
200 200 
LOA LOA 

No. 2 D. 4.50 m. ——+1.50m —-t 
200 200 ‘ 
LOA LOA 0 

No. 3 D. 5.50 m. ——+1.50 m. —+0! 
300 300 9 


Deeper draft available at HW. 
Max. Size: Max. size of ships to be accommodated as a 


LOA LBP Breadth wi 
No.1 238m. 230 m. 33 m. 738 
No.2 151.5m. 143.8 m. 19.5 m. 140 
No.3 341m. 328 m. 54.5 m. 300) 1 


REPAIRS: Dockyard port. All repairs available. Specialist tect M 
obtainable from Kobe/Osaka area. uf 
SURVEYORS: Surveyors available from Kobe or Aioi. 
CUSTOMS ALLOWANCES: Only allowed cigarettes for perso® 0 
but no spirits. Fi 
AIRPORT: Osaka (Itami). af 
TIME: GMT plus 9 hours. Permanent. Fl 
POLICE/AMBULANCE/FIRE: Police 110 or Aioi 2-0740; Am 
Fire 119 or Aioi 2—-7128. 

EMERGENCY CO-ORDINATION CENTRE: P| 
Marine Safety Agency, Himeji Branch office: Tel: 0792 - 34°" G 
Marine Safety Agency, Kobe Office: Tel: 078 - 331 - 0111.08! ' 

JGD/Kobe Hoan. 

TELEPHONES: Placed aboard at IHI shipyard. 

SERVICES: No special services at Aioi, but available from Kobe! o 

SHORE LEAVE: There is no restriction on crew's shore leavé 

carry shore pass issued by local immigration office (Himeji). 

AUTHORITY: Kamigori Doboku (Public works) Office, S) vj 

Aza Maruogami, Kamigori, Kamigori-Cho, Ako-Gun, Hyo# 

Tel: (07915) 2-5111. 

AGENT: Sub-agents of Aall Barwil Agencies. 

Taniguchi Kaisobu Ltd., c/o Ishikawajim-Harima Heavy Indust 

Ltd., 5292 Aioi, Aioi City, Hyogo-Pref. 678. Tel: (07912) 2-02! 

5778866 Tngaio J. Fax: (07912) 3-2071. Cable: Taniguchi A® 
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yt: 99.45 N. 140.03 E. (See Plan) 


ote ister/New Tonnage Certificate. 
Da jearance. 

om Lists including Passport Numbers. 
*Sssenger Lists or “Nil” Lists. 
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2 st. 
ee Call Lists (Dates of arrival and departure for previous ports). 
“seciaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
swatch, radio, firearms/swords (only at first port of call in Japan). 
aps Agents will prepare Inward/Outward Declaration. 1 Cargo 
st and Through-Cargo Manifest, using specific forms. Ship's 
should be provided with necessary information about details of 
.- in advance. 

AGE; Not compulsory but recommended as port policy under 
ais guidance. Pilot available in daylight only. Boards at 39° 46’ N., 
gore. (1 mile 270° from Akita lighthouse) or off Funakawa 1 mile 
stom breakwater end light if required. 2 Pilots board if ship's gross 

exceeds 18,000. Cost 170% of pilotage. 
WEuORAGE: Off Akita, 2 miles 270° — 280° from Akita Lighthouse. 
ign exceeds 20 Mm. Bottom is soft clay with mud. No buoys. Beware 
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| ae : 
dragging in strong winds. 
: it SIZE: Bin depth at extreme low water (in Fairway) 10.0 m. 
S| s4nchorage 20.0 m. Tidal ate 20 cm. — 30 cm. 
ax. 
: wharf Draft LOA Remarks 
(m.) — (m,) 

| Gaiko Pier 11.5 185 Sb. side alongside 
" sOhama No. 2 9.4 170 
s.| §Nakajima No. 2 9.4 170 
“| 7 Nakajima No. 3 9.4 170 
| igMukaihama No. 3 9.4 185 Sb. side alongside 

19 Mukaihama No. 4 9.4 175 

# Mukaihama No. 5 9.4 175 
|| kta Power No.3 Dolphin 11.7 236 Portside alongside 


Tonoku-Seishi Dolphin 9.4 200 Portside alongside 
“LTH: Quarantine anchorage 39°51'N. 139°53’E. When 
_qgsible to inspect at Funakawa, i.e. during bad weather, officers 
ood off Akita. 
400: Choshi Radio and Nagasaki Radio. 
VHF Channel 16 — 156.8 MHz. Operated by Regional Maritime 
wy Agency Headquarters (Harbour Master). 
oport VHF available. 
% GS: 1 tug 2,000 h.p. available, owned by local government. 5 tugs 
 ™-3,200 h.p.) available, privately owned. 


ERTHING: 
at = Wharf Length Depth Capacity Discharging 
Y (m.) — (m.) (may 
al! Gaiko No. 1 185 13.0 50,000 Zinc Concentrates, 
Bulk Cargo 
fe) 2 Ohama No. 1 185 10.0 15,000 GC. 
§ Onama No. 2 185 10.0 15,000 Cement, G.C. 
§ Ohama No. 3 185 10.0 15,000 GC. 
§ Nakajima No. 1 161 9.0 10,000 G.C. 
wt} § Nakajima No. 2 185 10.0 15,000 G.C., Bulk 
1g} | Nakajima No. 3 185 10.0 15,000 Zinc, Cement, G.C. 
§ Terauchi Pier 200 7.5 5,000 Grain, Plaster, Cement 
§ Mukaihama No.1 130 75 5,000 Logs, 
 Mukaihama No.2 130 75 5,000 Logs, G.C 
1 Mukaihama No.3 185 10.0 15,000 Logs 
i Mukaihama No.4 185 10.0 15,000 Logs 
ip | © Mukaihama No.5 185 10.0 15,000 Logs 
ale 
Akita Power Stat. 
No. 3 Dolphin 313 13.0 50,000 Crude Oil 
2 Tohoku Seishi 
Wood Chip 210 10.0 35,000 Wood Chips 


Dolphin 
THEDORES: Working time O830hrs. — 1630 hrs. every day. 
5 ‘me possible for bulk cargoes. 

i in bulk: 150 — 170 t.p.h. by shore crane, 40 — 60 t.p.h. by ship's 
jBlumbers: 200,000 BM per gang per day (Nanyozai), 80,000 — 
“0 per gang per day (Beizai). 

“ash in bulk: 150 t.p.h. by shore crane, 60 — 80 t.p.h. by ship's gear. 
*sler: 300 t.p.h. by shore crane. 

“ concentrate in bulk: 300 — 350 t.p.h. by shore crane. 100 — 

‘bh. by ship's gear. 
®XCAL: Hospital and treatment available. 

'KERS: See “Berthing”. 

large rate 3,000 — 3,300 kI./hr. No facilities for slop discharge. 

85 +1017 — 1023, depending on river stream. 

Gone Available at every wharf. Rate 25 — 30t.p.h. Cost 

‘Domestic bunkers available. If bonded bunkers required, brought 

reg ren: Tokyo or Kawasaki area. 

ULS: No Consuls, but 2 notary public offices. 

~ AIRS: Minor repairs only. 
sane V/DECK WATCHMEN: Not compulsory, but available if 


—_— = 


EF4 


*NNGICLOSING HATCHES: Stevedores open and close hatches. 
eid lost by ship's crew doing this work, stevedores charge ship 
BT charges. 
this ATES: Ship's Register to show Customs Inspector to check 
ee gstered gross and nett tonnages with new Tonnage Certificate. 
2% 90 Gear Certificates sometimes required by stevedores when 
NetGye Naintenance seems poor. 
iia S ALLOWANCES: Only 50 cigarettes to take ashore. No 
“ATRIATION: Possible. 

‘GMT plus 9 hours. No alterations during year. 


fA 


JAPAN 


AIRPORT: Flights to Tokyo/Osaka/Nagoya/Hakodate/Sapparo, 4 times 
per day. 35 km. from port area. 

HOLIDAYS: Local holidays: January 2nd, 3rd; August 13th, 14th; 
December 30th, 31st; 1st, 3rd and 5th Sunday of each month also non- 
working. 

POLICE/AMBULANCE/FIRE: Contact through Agents. Contact through 
M.S.A. office in an emergency. 

SERVICES: Hold cleaning not available. Surveyor arrangable. Ship's 
telephone not available. Radio/radar, minor repair available depending 
on makers. Other services available from Tokyo area. 

SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
only 3 days. 

AUTHORITY: Akita Port Administration Office, 7-1 Nishi 1-Chome, 
Tsuchizaki-Minato, Akita City, Japan. Tel: (0188) 45-2021/0042. 


AGENT: Sub-agents of Aall Barwil Agencies. 

Akita Kairiku Unso Co. Ltd., 5-9, Nishi-2 Chome, Tsuchizaki-Minato, 
Akita City, Japan0O11. Tel: 0188-45-0185. Fax:(0188) 45-4229. 
Telex: 842224 Kaiaki J. Cables: Kairiku Akita. 


AMAGASAKI: 34.42 N. 135.24 E. 


DOCUMENTS: 

Ship's Register. 

International Tonnage Certificate. 

Last Port Clearance. 

3 Crew Lists including Passport Numbers and date of birth. 

3 Passenger Lists or “Nil” List. 

1 Stores List. 

1 Declaration of Crew's Baggage i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship's Agents will prepare Inward/Outward Declaration, 1 Cargo 
Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship's Agents should be provided with necessary information about 
details of cargoes in advance. 

PILOTAGE: Usual for Pilot to embark at Kobe (Wada Point); however, 
if Master does not require a Pilot between Wada Point and Amagasaki, 
Pilot embarks off Amagasaki. 

Cables: “Hanshinpilot Osaka” and “Hanshinpilot Kobe”. One day's 
notice ETA required. Telephone through VHF. 3 Pilot boats at Osaka 
and 6 boats at Kobe with wireless communication with pilot station. Pilot 
boards Kobe, Wada Point (Kobe quarantine pactieeoge)s Amagasaki, 
2.5 — 3 miles off Amagasaki. In case bad weather unable to take Pilot. 
Safe Pilot ladder required. Vessel waits for Pilot at anchorage as above. 
ANCHORAGE: No quarantine anchorage; quarantine inspection only 
available at Kobe (Wada Point). Safe anchorage (approx.) position 
34° 39’ 30” N., 135° 20’ 18” E. Draft 12.8 m. 

RESTRICTIONS: Pilot not available after sunset. 


(See Plan) 


MAX. SIZE: 
Kobe Steel Works Kobe Stee! Works 
(Ohgimachi Wharf) (Ohama Whar?) 
Max. LOA 230.0 m. 176 m. 
Max. breadth No Limitation No Limitation 
Max. draft 11.70 m. 10.4 m. 
Public Wharf 
Max. LOA 176 m. 
Max. breadth No Limitation 
Max. draft 9.8m. 
Daikyo Oil Jetty. Max. LOA 198 m., beam no restrictions, max. draft 


10.6 m. 

HEALTH: At first port of call in Japan, vessel must obtain Free Pratique. 
Quarantine Officers will attend vessel only from daylight to sunset and 
Master to show all Vaccination Cards, Derat Exemption Certificate. In 
case vessel arrives from cholera-infected area within 10 days, Master 
must advise crew and passengers health condition to respective 
Quarantine Office through ship's Agent prior to arrival and close all soil 
pipes before entering port. 

RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which cover all ports in Japan. If 
specifically Westbound vessel to contact Choshi and Northbound to 
contact Nagasaki Radio respectively. 

TUGS: 1 tug x 2,200 h.p. Additional tugs available from Kobe. Tug 
usually joins vessel at anchorage off Amagasaki. Tug's line used for 
operation free of charge. 

BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship’s Agent mainly by radio. 

Public Berths: 


No. 1 Length165m. Depth10.0m. Permissible 
No. 2 Length 150m. Depth 10.0m. _ draft 9.8 m. 
No.3 Length 180m. Depth 10 m. on H.W. 


Kobe Steel (Ohama): Max. d.w.t. 25,000. Berth length 364 m. Depth 
10.4 m. Products handled, ore and coal. 3 cranes x 200 t.p.h. 

Kobe Steel (Ohgimachi): Max. d.w.t. 35,000 or 55,000 with part load. 
Berth length 220 m. Depth 12.0 m. Product handled, coal. 3 cranes x 
300 t.p.h. 

CRANES: 310 ton cranes at the public wharves. 

STEVEDORES: At least 24 hours’ prior notice excluding Sundays and 
holidays required in order for Agent to arrange stevedores. Vessel must 
constantly keep her Agent advised of ETA. If stevedores cannot 
commence loading/unloading at time notified by the Agent, the orderers 
must pay for waiting time. If cargo gear not rigged on berthing, 
stevedores will do same for ship's crew. Overtime surcharges 
1700-1900 hrs. 50% additional of basic stevedorage; 2100—0500 hrs. 
next morning 130% additional; Sundays/holidays 60% additional. 
MEDICAL: No advance notice required unless urgent. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, br 


TANKERS: Daikyo Oil Jetty suitable for up to 33,000 d.w.t. Discharge 
rate 1,500 t.p.h. through one 10 in. pipe. 


DENSITY: 
Ohgimachi Wharf Ohama Wharf = Public Wharf 
Winter 1023.5-— 1025.0 1020-1025 1025 — 1119 
Summer 1022.0-—1025.0 1013-1025 1017 — 1025 
FRESH WATER: Available at any time. 
Kobe Steel Works Wharfs — Public Wharf 
Methods Shore line Shore line 
Sunday, Holiday Daytime 40% up 40% up 
Before midnight 50% up 50% up 
After midnight 100% up 50% up 


Daikyo Oil Jetty. Only available by barge from Kobe. 
FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 
Osaka Bay and Kanmon Port. At all other ports bunkers will be lightered 
from the nearest bunker stock ports at maximum 7 days prior notice. 
Bunkering at Oil Jetty prohibited. 
CONSULS: No consulates in Amagasaki area. 
REPAIRS: No dockyard. Minor repairs can be carried out on vessel 
alongside wharf. 
GANGWAY/DECK WATCHMEN: Not specially 
passengers or valuable cargo on board. 
Compulsory for tankers working cargo at oil jetty. 
OPENING/CLOSING HATCHES: Stevedores carry out opening and 
prea hatches. If any time lost by ship's crew doing this work, 
stevedores charge ship for waiting. Recommend request stevedores for 
this work unless crew can complete it before berthing. 
CERTIFICATES: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear's maintenance 
appears to be poor. 
CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 
but no spirits. 
REPATRIATION: Possible. 
AIRPORT: International airport Osaka, 15 miles from Amagasaki. 
TIME: GMT plus 9 hours. No alterations made to clocks during year. 
HOLIDAYS: Kobe Steel (Ore/Coal) Nil. Public Wharf (Scrap) 20th July. 
POLICE/AMBULANCE/FIRE: Police 110; Ambulance 119; Fire 119. 
TELEPHONE: No telephone installation service on board. 
SERVICES: Compass adjustment can be carried out at anchorage. 
SHORE LEAVE: Local Immigration Officers issue shore pass valid for 
only 3 days, but 3 days extensions possible if ship stays longer. 
AUTHORITY: Amagasaki Port Administration Office, 21, Doi-cho 7- 
chome, Amagasaki City, Hyogo Pref. Tel: (06) 412-1361/5. 


AGENT: Aall Barwil Agencies (Kobe Branch), 3-1, Hatoba-cho, Chuo- 
ku, Kobe City 650, Japan. Tel: (078) 391-8031. Telex: (Overseas) 
J78822 Aallkb, (Domestic) 5622-401 Aallbk J. Fax: (078) 331-1181. 
Cables: Aallbarwil Kobe. 


required unless 


ANAN (Tachibana): 33.52 N. 134.40 E. (See Plan) 


DOCUMENTS, : and all general information, refer to “Niihama’’. 
PILOTAGE: Not compulsory officially, but pilotage strongly 
recommended for berthing/unberthing, due to the many fishing boats in 
the area. Pilot available from Komatsushima. 
ANCHORAGES: Lat. 33°53’ 30” N., Long. 134° 43’ 30” E. Only available 
for a few days. 
RESTRICTIONS: Berthing/unberthing operations only during daytime. 
MAX. SIZE: Max. draft 10.50 m., limited by channel depth. 
HEALTH: Closed port. If arriving directly from abroad, vessel should 
proceed to Shimotsu for health clearance. Immigration authorities attend 
from Komatsushima if required. 
RADIO: See “Komatsushima”’. 
TUGS: 2 tugs available from Komatsushima. 
BERTHING: Nippon Denko Wharf, length 200 m., depth alongside 11 m. 
Unloading capacity: Soda ash in bulk — 90 tonnes/hr. by 2 pneumatic 
unloaders. Manganese in bulk — 500 tonnes/hr. with one shore crane. 
STEVEDORES: See “Komatsushima”’. 
MEDICAL: No advance notice required, unless urgent. 
TANKERS: No facilities. 
FRESH WATER: Available from shore hydrants only. 
FUEL: By barge from Hanshin area only. 
CONSULS: None locally. See “Kobe”. 
REPAIRS: Minor repairs possible. 
DRY DOCKS: Shinhama Dockyard — Slipway No. 1, capacity 4,800 g.r.t. 
SURVEYORS: 

(1) Cargo surveyors available from Tokushima. 
¥ (2) Classification Society surveyors available from Sakaide, Kure and 

obe. 

GANGWAY/DECK WATCHMEN: Not required. 
OPENING/CLOSING HATCHES: Normally carried out by crew, due to 
most vessels being bulk carriers. 
REPATRIATION: Available. Immigration 
Komatsushima. 
AIRPORT: Tokushima Airport. 
TIME: GMT plus 9 hours. No alteration to clocks in Summer. 
POLICE/AMBULANCE/FIRE: Police 110. Ambulance 119. Fire 119. 
TELEPHONES: No facilities for placing telephones on board. 
SHORE LEAVE: Available with shore pass issued by local Immigration 
Inspector. 
AUTHORITY: Anan Doboku (Public Works) Office, Aotani, Tomioka- 
cho, Anan City, Tokushima Pref. Te/: (08842) 2-3111. 
AGENT: Sub-Agents of Aall Barwil Agencies. 

Morizane Transportation Co. Ltd., 2-13 Sobiraki-Cho, Niihama City, 
Ehime Pref. 792, Japan. Tel: (0897) 32-6119. Telex: 5844-711 Mrzn J. 
Fax: (0897) 32-3322. Cables: Morizane Niihama. 
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formalities handled at 


AOKATA (Kamigoto): 32.59 N. 129.02 E. A 


LOCATION: The sea berth, in position Lat. 32° 59’ 13” Ny. 
01’ 48” E., is for receiving crude oil for the Japanese gove Lo re 
stockpiling. 

The stockpile base is located at Aokata Port at the Northem, ww 
Goto Island, in the Kyushu District. * of 
PILOTAGE: Pilotage is rendered by Nagasaki Pilot As: Pa 
Pilot boards in a position 243° at a distance of 3 miles from AM 
Shima. % a 
HEALTH: Sasebo Quarantine Station conduct inspection on. 
Aokata. 


TUGS: 
No. of Tugs* 
Vessel Size Required 

d.w.t. a 
under 30,000 2 « 
under 80,000 3 . 
under 200,000 4 - 
over 200,000 6 RE 
“Number of tugs required is based on a capacity of 3,000 hp. fon Ma 
Th 
( 


tug. 
BERTHING: Kamigoto Oil Storage: 
Capacity: 5 floating tanks, each with a capacity of 880,000 a» 


dimensions 390 m. x 97m. Xx 27.6 m. deep. rT 
Satoh p Vessels berth starboard side alongside. éi 
GENERAL: 


Customs: Nagasaki Customs, Sasebo Branch Office, conducts » : 
and outward clearance onboard at Aokata. Re 
Immigration: Fukuoka Immigration, Sasebo Branch Office, wi, 
shore passes for crew members. 

M.S.A.: Under the jurisdiction of Nagasaki Maritime Safety Offic 
Port Status: This port is a closed port, and is usually used by Jae | 
flag coasters only. If a vessel is a foreign trader (Flag: Japan),t) 
change its qualification from foreign trader to Japanese cos | 
nearest open port. | 


AGENT: Sub-agents of Aall Barwil Agencies. Wi 
Green Shipping Ltd., Moji, 9-7, Minato Machi, Moji-ku, Kitakyusy 12 


Fukuoka Pref., 801 Japan. Tel: (093) 321-4261. Telex: 7 

Greenm J. Fax: (093) 321-4288. Cables: Greenship Moji. 7 
8 
2 
si 
9 
Cr 
3 
Su 

AOMORI: 40.52 N. 140.45 E. (See? 


DOCUMENTS: Documents and all general information, ar 


“Hachinohe”. } 
PILOTAGE: Not compulsory. Harbour Pilot available at Quaz Rl 
Anchorage (Lat. 40° 52’ N., Long. 140° 45.5’ E.). in 
RESTRICTIONS: Port entry is permissible only during daytime 9 
is permissible any time. 
HEALTH: Both Radio Pratique and ordinary quarantine at anc ., 
are possible. OF 
TUGS: 1 x 1,660 h.p. and 1 x70 h.p. More powerful tugs can bea® 

on contract basis from other ports such as Hachinohe, Tomakoré 


BERTHING: Public Berths: tt 
Berth Length Depth Max. draft Mi « 
(m.) (m.) (m.) (oy 
Okidate-Futo (A) 130 7.5 6.75 J 
(B) 185 10.0 9.0 YG 
(C) 270 13.0 11.7 4 , 
Tsutsumi-Futo (A) 250 7.5 6.75 5 2 
(B) 185 10.0 9.0 1g y 
No. 2 Wharf (No. 2) 178 9.0 8.1 t C 
(No. 3) 154 7.5 6.75 £ 
146 9. 8.1 £ 


(No. 4) 

TANKERS: Private — LPG Tanker Berth: 
Nonai L.G.T. Pier (No. 1): Max. draft 11.80 m. (or 12.20 m. us® 
tide), 57,000 d.w.t. Products handled: Propane and Butane. 0% C 

line 12 in. and one vapour line 8 in. Discharge rate: 2,000 cum’ 
FRESH WATER: Available ex-shore line at all public wharves. & 
FUEL: Only domestic oil is available. Supply to take place a 
the wharf at a rate of 100 tonnes a day ex-barge. No 
available. 

REPAIRS: No repair facilities. 

GENERAL: 

Lightering: Not possible. 

Shipchandlers: None stationed at Aomori. With advance 
chandlers can be arranged from Hachinohe port. 

Floating Crane: Not available. 

Log Gangs: Maximum of 4 gangs are available. 
Concentrate Gangs: Maximum of 2 gangs with shore c#® 
available (copper, zinc, lead, etc.). 

Immigration: Stationed at the port. 

Tidal Range: Maximum +0.85 m., minimum —0.15 m. 
AUTHORITY: Aomori Port Administration Office, 5-5, Hon-cho# 
Aomori City. Tel: (0177) 34-4101. 


AGENT: Sub-agents of Aall Barwil Agencies. 

Nippon Express Co. Ltd., 8-9, Honcho 4-Chome, Aomori & 
Japan. Tel: (0177) 34-6126/7. Telex: 9129-90 Nexaom J. Fat 
23-3879. Cables: Nexco Aomori. 
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sul: 94.40 N. 137.04 E. (See Plan) 
stATUS: Closed port. 
mn make necessary arrangement/procedures of Transport 
yes and the Customs prior to vessel's entry to this port. 

: For general information, refer to “Nagoya”. 

«Refer to “Nagoya”. 

RAGES: Not available, no designated areas for anchorage. 

£: Quarantine: When a vessel calls directly from aboard: 
. cree Pratique by radio is applicable and obtainable before arrival, 
syessel possesses valid Sanitary Inspection Certificate issued by 

se Government. 
‘vessel does not hold the above certificate on board, ordinary 
* aantine is carried out on board upon berthing at Dolphin Pier. 
Customs from Toyohashi attend on board when calling directly 
n port. 
aon anh not attend to vessels. Agents do inward/outward 
aqdures at the immigration Office in Toyohashi. 
“see “Nagoya” — “Pilotage: Shipmaster's Report”. 
ONS: Entry: Large vessels (designated/classified by 
gene Safety Agency) are to transit through Nakayama Suido East 
“# Route by daylight only. 
vessels, except large vessels, proceed to the discharge pier 
g\aayama Suido West Traffic Route. Vessels with draft less than 

® ®« are free to transit this West Route at any time, but vessels with 
30m. - 10.0 m. are restricted by tidal height. 
sgature: All vessels are to transit through Nakayama Suido West 
“@ Route. Refer to “Entry” above, regarding vessel's draft. 

7 sectons for Mooring/Unmooring: 

s, Max. permissible d.w.t.: 79,900 d.w.t. In cases exceeding this 

73,000 d.w.t., a vessel is allowed to moor to the berth with a cargo 

weight that is 50% of its deadweight tonnage. 

) Anal draft: Under 12.5 m. 

{ Sailing draft: Under 10.00 m. 

| Parallel body line: 40 m. either side of manifold. 

‘ Mooring and unmooring operation is carried out in daylight. 

ui SIZE: Dolphin Pier: 79,900 d.w.t., LOA 354.5 m., max. draft 
tim. 

4 @ 210,000 d.w.t., max. draft 13.00 m. 

™ 3 tugs (about 9,600 h.p.) for mooring and 2 tugs (about 

ihp.) for unmooring. 

THING: Dolphin Pier No. 1: Lat. 34° 39’ 36” N., Lat. 137° 05’ 06” E. 

‘n from installation. Depth 14.0 m. 

@ Lat. 34° 39’ 47” N., Long. 137° 03’ 56” E. 2 km. from installation. 

ining: Dolphin Pier: 2x12 in., discharge rate 3,000 t.p.h. 

SBM: 2x16 in., discharge rate 7,500 t.p.h. 
ye Oil Washing: 
te! Ship's owners or operators are requested to inform Chubu 

Electric Power Co.Ltd., of the C.O.W. work through cargo 
consignees in advance, and get permission. 
te2 One week before the C.O.W. work, application papers are to 
be submitted to Techno Chubu Co.Ltd., Atsumi Office, to get 
approval from them. 
BICAL: No facilities. 
SH WATER: At Dolphin Pier: Available from pier. 
£$8M: By barge. 
"L: Bunkering is available at Dolphin Pier No. 1 through the bunker 
in thathas access to the bunker barge alongside Dolphin Pier No. 2. 
‘ebunkering is allowed whilst discharging, or by night. 
" ‘oder to take bunkers, advance notice of requirements should be 
‘vied to Techno Chubu Co.Ltd., Atsumi, 7 days in advance. 
SITY: 1025 at both berths. 
AIRS: No repair shops at Atsumi. 
NICHMAN: Not compulsory. 
% INES: No shore telephone available on board. For overseas 
| Sublic telephone (payphone) is available on shore. 
- SHORITY: Chubu Electric Power Co.Ltd., No. 1 Toshin-Cho, Higashi- 
weve 461-91 Japan. Tel: (052) 951-8211. Telex: 444-4405 
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‘A: Aall Barwil Agencies, Nagoya Branch, Kaiun Building 4th Floor, 
“ttune 2-chome, Minato-ku, Nagoya City, Aichi Pref. 455, Japan. 
2) 652-2266. Telex: 446-3751 Aaling J. Fax: (052) 652-2269. 
 Aallbarwil Nagoya. 


Bae 


¥BA (including Yahata and Funabashi): 
N. 140.07 E. 


CUMENTS: 


$Register. Last Port Clearance. 3 Crew Lists including Passport 
.'8, 3 Passenger Lists. 1 Stores List. 1 Declaration of Crew's 
,.€. tobacco, wine/spirits, camera, wrist-watch, radio, firearms/ 
sit tere: (only at first port of call in Japan). 
$ Agents will prepare Inward/Outward Declaration, 1 Cargo 
te and Cargo Manifest in transit using specific forms. Therefore 
{ “a4 Ceres be provided with necessary information about details 
advance. 
Pay GE: Harbour Pilots are available at the anchorage. 
ley ‘ot available after sunset. 
fe Pilotage” in “Japan — General”. 
Mo is N mended Master communicates with Agent through Chosi 
4S bo agasaki Radio which covers all ports in Japan. If specifically 
Nea vessel to contact Chosi and North bound to contact 
Vs Radio respectively. 
“13 tugs, 2,600 h.p. — 3,200 h.p. Tugs join vessel at entrance of 
ua sae Tug's line used. 
: See “Berthing”. 


fet 


(See Plan) 
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ANCHORAGES: Quarantine anchorage on Northern part of Tokyo Wan. 
Chart No. 1061, published by Maritime Safety Agency. 
SIGNALS: Following signals exhibited at Chiba Lt. and Chiba Signal 


Station. 


Chiba Route and 
Ichihara Route 


RESTRICTIONS: 


Funabashi Route 
Chiba Route 
Ichihara Route 
Anegasaki Route 
Shiizu Route 
Kitasode Route 
Minamisode Route 


HEALTH: Radio Pratique available, 


By Night Remarks 
W. flash Over 500 GT outwards 
2 secs. — STOP. 
R. flash Over 500 GT 
2 secs. entering — STOP 
R. and W. Over 10,000 GT entering or 
flash 3 secs. outwards — STOP. 
3R. and Entering or outwards 
3W. flash — STOP. 
6 secs. 
Length Width Depth 
(m.) (m.) (m.) 
9,000 300 =12 
14,720 350 —18 
2,350 250 =—12 
1,450 350 —16 
2,200 300 =16 
1,500 300 =10:5 
1,500 350 —14 


requested through Agent. 


Quarantine Officers will attend vessel only from daylight to sunset and 
Master to show all Vaccination Cards, Derat Exemption Certificate. In 
case vessel arrives from cholera infected area within 10 days, Master 
must advise crew and passengers’ health condition to respective 
Quarantine Office through ship's Agent prior to arrival and close all soil 
pipes before entering port. 


RADA 


R/VHF: No radar service. VHF call sign “Chiba Port Radio” 


Channel No. 12 156.6 MHz (Simplex), Channel 14 156.7 MHz (Simplex), 
Channel 16 156.8 MHz (Simplex), Channel 20 161.6 MHz (Duplex), 
Channel 22 161.7 MHz (Duplex). 
BERTHING: Contact Agent for berthing arrangements on entry. No 
specific requirements. Pilot boarding time will be notified by ship's Agent 


mainly by radio. 
Name of Berth 


(Katsunan Area) 
(Public) 

Higashi Futo A,B 

Chuo Futo Kita B,D 


vy 


H,1,J,K 


Keiyo Shokuhin Combinart 
Chuo Futo Minami A,B,C 


Chuo Futo Minami D,E 
(Private) 

Kubota Iron Works 
Honda Nisshin 
Nippon Tsuun Wharf 
Hanwa Kogyo 

Kami Futo 

(Chiba Area) 
(Public) 

Dezu Futo A,B,C 
Dezu Futo E,F 

Chuo Futo A,B,C,D,E 
Chuo Futo F,G,H 
Ichihara Ganpeki A,B 
(Private) 

Mitsubishi Pier 
Nippon Silo Pier 


Sin Tozai Reizosoko Pier 


Chiba Kyodo Silo Pier 


Higashi Nippon Seito Pier 


Newport Sangyo Pier 
Keiyo Mokuzai Futo 
Kozai Yard Wharf 
Onoda Cement Pier 
Chiba Mokuzai Futo 
Toyo Seiyu 

Marubeni Oil 
Kawatetsu Wharf (A) 


Toden Chiba 


(Ichihara Area) 
Furukina Dolphin 
Yanan Yawata Futo 
Mitsui Zosen No. 5 
No. 1 
No. 2 
No. 4 


Showa Hatsuden Pier 
Fuji Denki Pier 

Fuji Sogyo Wharf 
Asahi Glass Pier 
Export Pier 

Cosmo No. 2 Pier 
Sea Buoy (Imodco) 


Length 
(m.) 


Depth 
(m.) 


an 


—12 


Max.draft Capacity 


(m.) 
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(d.w.t.) 


38 


38 


3888 
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an 


Shore Cranes 
& Pipelines 


Car carriers 


100 t.x1 
400 t.x3* 


300 t.x3 
330 t.x2 


12 t.x2 
20t.x1 
400 t.x1 


400 t.x2 
500—2,400 kI./h. 
10t.x1 
20 t.x2 
22 t.x1 
60 t.x2 
15 t.x2, 

16 t.x2 
60 t.x2 


22 t.x1 
15 t.x2 
800 kI./h. 
1,200 KI./h. 
250 kI./h. 


Nil 

80 t.x1 
40t.x1 
20t.x1 


500 kl./h. 

350 t.x1 
Nil 

500 t.x2 


500 kI./h. 
500 kI./h. 
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Shore Cranes 
Name of Berth Length Depth Max.draft Capacity & Pipelines 
(m.) (m.) (m.) (d.w.t.) 
Cosmo No. 10 Pier 270 -13 00,000 1,000 ki./h. 
No. 15 Pier 151.4 — 85 8,000 1,000 ki./h. 
No. 14 Pier 151.4 — 85 8,000 1,000 ki./h. 
Kyodo Pier 150 -12 20,000 360 kI./h. 
Ube Dolphin 250:)""=10 15,000 
Kyokuto Oil Pier 100 -16 14.0 80,000 3,000 kI./h. 
147° - 7:5 6,000 2,500 kI./h. 
Idemitsu No. 1 Oil Pier 280 —16 14.5 100,000 14,800 kI./h. 
No. 2 245 -15.5 14.0 80,000 10,200 KI./h. 
No. 3 205 -10.5 10.2 20,000 2,100 kI./h. 
Toden L.P.G. Berth 102 -14 50,000 
(Sodegawra Area) 
Fuji Oil Pier 420 -16 120,000 7,700 ki./h. 
Sumitomo O Pier 210 -105 30,000 350 t.x1 
N Pier 162 -10.5 15,000 60 t.x1 
Nichirin A Pier 260 -10.5 30,000 375 t.x1 
ltochu Berth 180 —-12 20,000 Nil 
To Gas L.P.G. Berth 533 -16 19.2 50,000 7,100 kI./h. 
Keiyo Sea Berth 470 -20.5 258,000 12,500 kI./h. 
Togas LNG Berth No. 1 10.0 41,000 LOA 258m 
(Tokyo Gas) 2 11.7 (LNG) 72,724 LOA 293m 
3 12.6 (LPG) 66,769 LOA 256m 
11.73(LNG) 75,000 LOA 280m 
11.7 (LNG) 72,724 LOA 293m. 
Kanzaki Seishi 206 -—11.0 10.9 40,000 
199 -11.0 10.5 42,800 


*Pneumatic unloaders (average 300 ton/hr. per unit). 

CRANES: Floating cranes, 50 ton — 600 ton, available from Yokohama. 
STEVEDORES: At least 24 hours prior notice excluding Sundays and 
holidays required in order for Agents to arrange stevedores. Vessel must 
constantly keep her Agents advised of ETA. If stevedores cannot 
commence loading/unloading at time notified by the Agent, the orderers 
must pay for waiting time. If cargo gears not rigged on berthing, 
stevedores will do same for ship's crew at additional cost. Overtime 
surcharges 1700 — 1900 hrs. (60% additional of basic stevedorage) 
2100 — 0500 hrs. next morning (130% additional) Sundays/holidays 
(100% additional). 


TANKERS: 
Discharge 
Berth Product Shorelines Rate 
(t.p.h.) 
Kyokuto Naphtha 12 in. x1 1,500 
Crude Oil 12 in.x3 5,000 
Fuel Oil 12 in.x3 2,000 
Maruzen No. 2 Fuel Oil 10 in. x1 800 
Crude Oil 10 in.x1 1,500 
Naphtha 10 in.x1 800 
Maruzen No. 10 Fuel Oil 12 in.x1 1,300 
Naphtha 12 in.x1 900 
Maruzen No. 14 Butadeine 10 in. x1 400 
(Loading) 
Keiyo Sea Berth (W) Crude Oil 16 in.x3 10,000 
Keiyo Sea Berth (E) Crude Oil 16 in.x3 10,000 
Fuji Oil Crude Oil 12 in.x3 4,000 
Fuel Oil 12 in.x3 1,500 
Propane 12 in.x1 300 
Butane 12 in.x1 300 
Idemitsu Oil No. 1 Crude Oil 12 in.x2 5,000 
Minus Oil 12 in.x2 3,000 
Fuel Oil 12 in.x2 3,000 
Idemitsu Oil No. 2 Crude Oil 12 in.x2 4,000 
Fuel Oil 12 in.x2 1,500 
Propane 12 in.x1 1,000 
Butane 12in.x1 1,000 
Idemitsu Oil No. 3 Fuel 8in.x1 800 
Naphtha 6 in.x1 500 
Lub. Oil 6 in. x1 500 


Berthing at Sea Berth: Berthing is limited to daylight hours only. Vessels 
always berth with the bow towards the N.E. end of the berth. In the 
normal berthing manoeuvre the vessel is brought parallel to the berth, 
at a distance of about 200/300 m., and then warped alongside. While 
approaching the berth, Pilots check the speed with shore targets and 
radar distance. Vessel is required to maintain the 3 cm. radar in 
operation. When coming alongside, speed is monitored by a Sonar 
doppler installed at the berth. The Pilot is advised by walkie-talkie if the 
berthing velocity exceeds the safety limits. The speed of approach for 
vessels up to 258,096 d.w.t. must be less than 15 cm./sec. 


2B wsFaAezere2 82  ._  ._—§ FSBAAIwrZse®ODeOWZE *28EYPr>- 


LPG:(Chiba) 

Name Chiba No. 2 Fuji Berth Anegasaki KPI Pier Marube? 
Owner Idemitsu Fuji Sekiyu Tokyo EP Co. Kyokuto Sekiyu Marudé? 
Type Dolphin Dolphin Dolphin Dolphin Dolphin 
Max. Deadweight Berthed 80,000 120,000 60,000 100,000 57,000 
Max. LOA Berthed (m.) 260 —_— 250 260 230 
Max. Draft Berthed (m.) 13.9 15 12.5 13.5 12.5 
Side Alongside Port Starboard Port Starboard Port 
Water Depth in Channel (m.) 16 15.7 16 15 18 
Bore, Manifold (m.s.) 12/12 12/8 12/8 12/12 12/10 
Storage Tanks, LPG 3x25.5 2x20 2x60 2x77.6 1x30 

(Thousand Kilolitres) 2x45 1x20 
Storage Tanks, LBG 1x25.5 1x40 4x40 2x77.6 1x0 

(Thousand Kilolitres) 1x20 
Derrick Necessary No Yes No No Yes 
Accommodation Ladder Necessary Yes Yes No No No 
Bunker from Shore 6 in. 8 in. 8 in. 10 in = 
Bunker from Barge No No Yes No _ 
FW from Shore Yes Yes Yes No Yes 
Ship-Side Return Gas 

Blower Needed Yes Yes No Yes Yes _ 
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When berthing, sliding along the berthing dolphins ShOUId be», 


so as not to damage the rubber cell fenders. E 
The normal mooring configuration is: 

4 head lines mk 
3 breast lines forward Lu 
3.back springs forward 13 
3 back springs aft 
3 breast lines aft o 
4 stern lines 


It is advisable to have ready a certain number of SYNtHEtic rpg 
The breasting dolphins are located quite close and the Dreasir 
are short and are at a steep angle. ; 

A Terminal Port Captain remains on board during the entire ope, 
and should be consulted with regard to mooring arrangements 
should be exercised for wash caused by passing ships. 

Close co-ordination is maintained between the Terminal and tie. 
throughout the operation. 

No repairs are permitted alongside. |OTTSG Safety aNd Pay 
check lists are strictly observed. 

Operator's Report: 1983. Gi 
Amide Sea Berth (Discharging Terminal): Operated by Keiyo Seas } 
oO. Ltd. 

Terminal operates 24 hours per day, 7 days a week. Ships nm Pt 
and unmoored daytime, weather or other circumstances pom x 
Terminal will not be closed due to any holidays. Ut 

Location: Lat. 35° 30’ 30” N., Long. 139° 56’ 25” E. % 

Pilotage: Compulsory. 

Anchorage: 236°, 5,000 m. and 305°, 3,200 m. off from centreq) 
Sea Berth. 

Restrictions: Max. draft 19.2 m. but vessels whose draft e 
18 m. are tide controlled (full flood required when ships made te 

Berthing: West Berth, starboard side alongside. East Berth, py 
alongside. 

Cargo Rates: Maximum rate 12,000 kI./hr. Maximum pe 
9 kg./sq.cm. at manifold. 

FRESH WATER: Available by barge and shore line. 

MEDICAL: No advance notice required unless urgent. 

FUEL: Most grades available. 

CONSULS: None. 

REPAIRS: All major repairs possible. 

DRY DOCK: Mitsui Ship Building Yard. 500,000 d.w.t. and # 
d.w.t. dry docks. 

GANGWAY/DECK WATCHMEN: Recommended. 
OPENING/CLOSING HATCHES: Carried out by stevedores. 
SHIP’S CERTIFICATES: See “Tokyo”. 

CUSTOMS ALLOWANCES: Tobacco — 200 cigarettes. Wine: 
spirits — 1 bottle. 

REPATRIATION: Possible. 

AIRPORT: About 40 km. to New Tokyo Airport (Narita). 

TIME: Japan Standard Time (135° E.) = GMT plus 9 hours. Pem 
HOLIDAYS: New Year's Day (January 1st); Attaining the Age ofl 
Day (January 15th); State Foundation Day (February 11th) 
Equinox Day (March 21st); Green Day (April 29th); Constituto 
3rd); Children's Day (May 5th); Respect Day for the Aged (Sege A! 
15th); Autumnal Equinox Day (September 24th); Gymnast Ly 
(October 10th); Civilisation Day (November 3rd); Labour Than Oe 
Day (November 23rd); Emperor's Birthday (23rd December). Cay At 
can be arranged at 50 — 100% extra on basic cost. - 
POLICE/AMBULANCE/FIRE: Police Tel: 110, Fire and Ambulaw : 
TELEPHONE: Facilities for placing telephones on board only 2. 


Pier. 
SHORE LEAVE: Local Immigration Offices issue shore pass @ i 
only 7 days, but 15 days extensions possible if ship stays lone , 
DEVELOPMENTS: Idemitsu Bulk Terminal (Dolphin): Length! 
depth 14.0m., max. draft 12.6m., max. size 65,000 d.wi& 
elevator with rate 1,200 t.p.h. 
AUTHORITY: Chiba Port Administration Office, 6-1 Chuoko, !# 
Chiba City, Chiba Prefecture, Japan. Tel: (0472) (46)6201. FAI 
(46) 6206. 
AGENT: Sub-agents of Aall Barwil Agencies. 

Daito Corporation, 9-5 Chuoko 1-chome, Chuo-ku, Chiba Of 
Japan. Tel: (043) 238-5111. Telex: 3722-131 Duke J. Fax: (os 
5125. Cables: Daito Chiba. 


gala: 34.11 N. 132.29 E. (See Plan) 


TUS: Closed Port. 
ca ttochu Oil Terminal: Lat. 
e = E 
8 Sy Berth: Lat. 34° 12’ N., Long. 132° 29’ 33” E. 


34° 11' 28" N., Long. 


jegister. a 
tional Tonnage Certificate. 
B | is Port Clearance. — 
lee Sawation Inward/Outward of Vessel (Ship's Agent to prepare). 
tagoies Ports of Call List. 
iy): spies Crew Manifest. 
Um! jples Passenger List. 
List of Ship's Stores. 

te apy Declaration of Crew's Baggage. 
“390 Manifest (Ship's Agent to prepare). 
‘py Maritime Declaration of Health. : ; 
sgons Formalities: Formalities are to be carried out at the ship's 
‘sealing port in Japan or Kure port for entering Etajima (closed port), 
Bet | a0 ing to Etajima. 

,OTAGE: Inland Sea pilotage should preferably be arranged through 
| ax by cable via Nagasaki/Choshi Radio, giving 72 hours notice. 
tn, getcorrection of ETA outside business hours should be cabled direct 


“und Sea pilot boards at the following positions: 
: Vessels transitting Bungo Channel: 
‘» inland Sea Pilot boards at Sekisaki Pilot Station (33° 13’ N., 
191° 56’ E.). Telegraphic address “Anjin Saganoseki”. 

2 Vessels transitting Kanmon Strait: 
i Xanmon Strait Pilot boards at Mutsure Pilot Station (33° 59.5’ N., 
‘|  130°52.6'E.). Compulsory for vessels over 10,000 g.r.t. 

Telegraphic address “Kanmon Pilot Moji”. Inland Sea pilot boards 
| at Hesaki Pilot Station (33° 58.0’ N., 131° 01.1’ E.). Telegraphic 
address “Anjin Moji”. 
Vessels transitting Kii Strait: 
Osaka Bay Pilot boards at Tomogashima Pilot Station (34° 10’ N., 
135° 00' E.). Telegraphic address “Osakabay Pilot’. Inland Sea 
pilot boards at Wadamisaki Pilot Station (34°35’'N., 
135° 08' 24” E.). Compulsory for vessels over 10,000 g.r.t. 
yy ‘Telegraphic address “Anjin Kobe”. 

Note: VHF communication with pilot station available as follows: 


# 


Call/Answer Communication 
Name of Station Channel Channel 
Oita Port Radio 
nd: (for Sekisaki) 16 14 

Shimonoseki Port Radio 

(for Mutsure) 16 14 
Kobe Port Radio 

(for Wadamisaki) 16 14 


Most Inland Sea pilots act as harbour pilots up to the berth or 
anchorage at destination. If vessel requires only harbour pilot, 
(| _ harbour pilot boards at Kure Quarantine Anchorage. 
my| MHORAGE: No anchorage. Vessel is able to anchor off Kure port, 
fy ‘essel arrives at night time or if berth occupied by another vessel. 
jim} his 20.0 m. 
| STRICTIONS: Berthing/unberthing from one hour after sunrise to one 

‘before sunset. Portion of Nasami Strait (Hiroshima Bay) has 
| Im. depth, so Maritime Safety Agency request bottom clearance of 
oy| “of ship's draft plus 50 cm. 

‘ihe following cases Inland Sea pilot and Maritime Safety Agency 
it} “st escort boat at Nasami Strait: 

Takers over 50,000 d.w.t., if vessel loaded with dangerous cargo. 
7s) --4i9@ vessels over 250 m. LOA. 
| \"vessel’'s draft over 15.0 m. 

a ae Oil Terminal: LOA 273 m., 120,000 d.w.t. (half cargo) 
om UM. 
on ls-Noh Berth: LOA 220 m., 56,000 d.w.t. and draft 12.0 m. 

ULTH: At first port of call in Japan, vessel must obtain Free Pratique. 

‘®Pratique available. If vessel has no Japanese Sanitary Inspection 
5 + ordinary quarantine is obtained at Kure Quarantine 


net 
ht 
en 


g red Master is recommended to communicate with Agent through 
: \Radio or Nagasaki Radio, which cover all ports in Japan. Telex 
resid for communication with Agent if vessel is equipped with telex. 
‘Hiroshima Port Radio on Channels 11, 12, 14 and 16. 

“AR: No radar station at Etajima. 

my Available from 2,600 h.p. to 3,300 h.p. Tugs normally join off 
;, ot and usually tug’s line is used without extra charge. 

thre : pe rolmmerthing from one hour after sunrise to one hour 

set. 


‘ame of whart Zen-Noh Berth 
an Fertiliser 

2a depth : 190 m./13.0 m. 
~missible draft & LOA: 12.0 m./220 m. 
“anes : 2x350 t.p.h. 
APacity 56,000 d.w.t. 


mes: Floating cranes (lifting capacity from 100tonnes to 
“8S are available from Kure Port or Hiroshima Port. 


a cARGO FACILITIES: See “Berthing”. 
= CAUSED CARGO-HANDLING FACILITIES: No facilities at 


“oes: No bridge restriction at Etajima (Hiroshima Bay area). 


teen RES: Discharging of fertiliser is on “Free in/out” basis, 
© stevedorage is to receiver's account. 


iy AL: No advance notice required, except after office hours and 
or holidays. Vaccination against Cholera available. 


“by Station. Inland Sea Pilot Association covers all Inland Sea ports. 


JAPAN 


TANKERS: Whar: Itochu Oil Terminal. 
Cargo: Crude oil. 
Length/Depth: 118m. x 15.5 m. 
Permissible Draft & LOA: 14.0 m. draft, 273 m. LOA. 
Capacity: 120,000 d.w.t. (half cargo). 
80,000 d.w.t. (full cargo). 
No. and Size of Manifold: 2 x 12 in. 
No. and Size of Shore Line: 1 x 24 in. 
Max. Back Pressure on Shore Gauge: 7 kg./sq.cm. 
Max. Speed for Discharging: 5,000 kI./hr. 
Ballast: During ballast operations, shore personnel remain on board to 
check for dirty ballast and tug watches for same purpose. There are no 
slop tanks or facilities for dirty ballast ashore. 
Storage: Capacity: Crude oil: 22,000 kl. x 5 tanks; 21,300 kl. x 3 tanks 
(total crude oil 173,900 kI.). 
DENSITY: 1,023. 
FRESH WATER: /tochu Oil Terminal: No water supply facilities at wharf. 
Water is available at anchorage by water barge (capacity 330 tonnes) 
from Hiroshima Port. 3 days advance notice required. 


Cost: (1) Daytime on weekday Y 1,000 per tonne 
Overtime Y 1,500 per tonne 
(2) Daytime on Sunday/holiday Y 1,500 per tonne 
Overtime Y 2,000 per tonne 
Zen-Noh Berth: Available from shore pipeline. 
Cost: (1) Daytime Y 400 per tonne. 


(2) Overtime, Sunday and holiday Y 600 per tonne. 
FUEL: Most grades of domestic and bonded oil are available by barge 
with 3 days advance notice (Itochu Oil Terminal: Unable to supply oil at 


wharf). 
FIRE PRECAUTIONS: /tochu Oil Terminal: Following standard tanker 
berth regulations apply: 

Vessel cannot use ship's crane for loading vessel's stores after 
berthing. 

Vessel cannot use radar after berthing. 

Barge cannot come alongside vessel for loading oil, water and store 
after berthing. No naked flames. 

CONSULS: None at Etajima. 
REPAIRS: /tochu Oil Terminal: Small repairs can be undertaken subject 
to berth owner's permission. However, major repairs and the use of fire 
at the pier is strictly prohibited by the Kure Maritime Security Board and 
berth owner. 
Zen-Noh Berth: Minor repairs are possible (attend from Kure or 
Hiroshima). 
DRY DOCKS: No dry docks at Etajima (available at Kure Port). 
SURVEYORS: Cargo inspectors are available (attend from Kure). 
Name of surveyors: 
Japan Marine Surveyor and Sworn Measurers Association. 
New Japan Surveyors and Sworn Measurers Association. 
Registration Surveyors are available (attend from Kure). 
Name of surveyors: 
Lloyd's Register of Shipping. 
American Bureau of Shipping. 
GANGWAY/DECK WATCHMEN: Not required. 
HATCHES: Hatch rare Meret by crew. 
CUSTOMS ALLOWANCES: 60 cigarettes only allowed. 
CARGO GEAR: Zen-Noh Berth: Unloading by shore cranes. 
Itochu Oil Terminal: No shore cranes. 
REPATRIATION: Possible. 
AIRPORT: Hiroshima Airport — Distance from Kure approximately 
65 km. 

Hiroshima/Tokyo (Haneda Airport) — 11 flights per day (domestic 
airlines). 

Hiroshima/Seoul — 7 flights per week (international airlines). 

TIME: GMT plus 9 hours. No alteration made to clocks during year. 
HOLIDAYS: Itochu Oil Terminal: Work on Sundays/holidays, except 
1st January. 

Zen-Noh Berth: No work on Sundays, holidays and year end/New 

Year, from 31st December — 3rd January. 
POLICE/AMBULANCE/JFIRE: Police Station (Emergency): Tel: 110. 
Ambulance/Fire: Tel: 119. Kure Maritime Safety Agency: Tel: 0823-21- 
0110. 
TELEPHONES: No arrangements for placing telephones onboard. 
SERVICES: All navigation apparatus can be serviced as required with 
2 days advance notice. 

Provisions available. 

Laundry service available. 

BANKS: 

Hiroshima Bank, Kure Branch, 5-4, Hondori 3-chome, Kure, Japan. 
Tel: 0823-21-5141. Fax: 0823-24-5575. 

Sumitomo Bank, Kure Branch, 1-14, Hondori 2-chome, Kure, Japan. 
Tel: 0823-22-4921. Fax: 0823-21-0724. 

STORING: See “Prelims”. 
1. At Itochu Oil Terminal: Ship's stores loading by hand. 
At Zen-Noh Berth: Ship's stores loading by barge. 
. Possible to load ship's stores during discharging cargo. 
. Truck cannot proceed alongside at the berth. 
Cannot use fork truck at berth. 
. Must obtain Customs clearance before loading ship's stores. 
. It is possible to employ riggers to assist with storing. 
SHIP SUPPLY SERVICE: Makino Shipchandler, 5-1, Hondori 1-chome, 
Kure, Japan. Tel: 0823-21-4443. Fax: 0823-21-4899. 
No craft or helicopter at Etajima. 
SHORE LEAVE: Kure Immigration Officers issue shore pass if crew 
members have valid Passports or Seaman's Books. 
GARBAGE DISPOSAL: No service available. 
WASTE OIL DISPOSAL: No service available. 
SEAMAN‘S CLUBS: None. 
REGULATIONS: Special Regulations for tankers berthing at Itochu Oil 
Terminal. 
Normal port regulations at Zen-Noh Berth. 


AnhON 
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DELAYS: If vessel arrives at night time, vessel must await berthing at 
anchorage. 
DEVELOPMENTS: None. 
GENERAL: Etajima is local port which makes it difficult to arrange all 
requirements. At least 3 days notice helpful. 
AUTHORITY: Ohgaki Doboku (Public) Office, 25-3, Oaza Ohara, 
Ohgaki-cho, Saeki-Gun, Hiroshima Pref., Japan. Tel: 0823-57-3434. 
FAX: 0-823-57-6698. 
Operators: Etajima Oil Supply Terminal: Itochu Oil Terminal Co.Ltd., 
3639-3, Ogata, Etajima-cho, Akigun, Hiroshima Pref., Japan. Te/: 0823- 
42-3131. 

Zen-Noh Berth: 4319, Futatsuhama, Etajima-cho, Akigun, Hiroshima 
Pref., Japan. Tel: 0823-42-1890. 


AGENT: Sub-agents of Aall Barwil Agencies. 

Naigai Unyu Co.Ltd., 1-7, Nakadori 1-chome, Kure, Hiroshima, 
737 pone Tel: 0823-21-4952. Telex: 662340 Naigai J. Fax: 0823-25- 
3728. Cables: Naigai Kure. 


FUKUI: 36.12 N. 136.07 E. (See Plan) 


DOCUMENTS: This port is defined as a “Closed Port”, so all in-port 
formalities must be undertaken at previous Japanese port or at Tsuruga 
Port. 

Ship’s Register (and International Tonnage Certificate, if Register 

does not show Gross and Net Tonnages). 

Last Port Clearance. 

6 copies Crew List, including Passport numbers. 

4 copies Passenger List. 

2 copies Stores List. 

2 copies Declaration of Crew Baggage. 
PILOTAGE: Not compulsory, but available. 
RESTRICTIONS: Draft limitation in the channel is 9.0 m. 
HEALTH: Radio Pratique is not available. Ordinary quarantine 
inspection takes place at Quarantine Anchorage of Tsuruga Port or 
previous Japanese port. 
TUGS: 1740 h.p. 


BERTHING: 
Name of Berth Length Depth Capacity 
(m.) (m.) (d.w.t.) 
North Pier No. 1 Wharf 185 10.0 15,000 
North Pier No. 2 Wharf 185 10.0 15,000 
North Pier No. 3 Wharf 185 10.0 15,000 
North Pier No. 4 Wharf 130 7.9 5,000 
North Pier No. 5 Wharf 130 7.0 5,000 
Kokuden Dolphin No. 1 44 iS 6,000 
Hokuden Dolphin No. 2 44 75 6,000 


STEVEDORES: Normal working time is 0800 hrs. — 1700 hrs. 
Sunday/holiday and overtime works are subject to negotiation. 

FRESH WATER: Available. 

FUEL: Bonded oil is brought from Moji, with sufficient notice. 

GENERAL: /mmigration: The authorities come from Tsuruga. 

Lightering: Possible. 

Shipchandlers: Provision and stores are obtainable. 

Floating Crane: Not available. 

Log Gangs: Not available. 


AGENT: Sub-agents of Aall Barwil Agencies. 

Tsuruga Kairiku Unyu Kaisha Ltd., No. 2-10 Sakuramachi, Tsuruga 
City, Fukui, 914 Japan. Tel: 0770-22-3111. Telex: 5176693 Kairiku J. 
Fax: 0770-24-3065. Cables: Kairiku Tsuruga. 


FUKUYAMA: 34.29 N. 133.26 E. (See Plan) 


Located on central Northern coast of Setonaikai (Inland Sea) and on 
border of Hiroshima Prefecture and Okayama Prefecture. 
DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

3 Crew Lists, including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 copy Voyage Memo (last 3 months). 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call 
in Japan). 

Ship's Agents will prepare Inward/Outward Declaration, 1 Cargo 

Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship's Agents should be provided with necessary information about 
details o ae in advance. 
APPROACHES: Main approach channel (leading to raw material 
discharging berths and pipe loading berth). Depth 16 m. (52 ft. 6 in). 
Width 350 m. (1,148 ft.). Distance from quarantine anchorage to “A” 
Berth, 9,500 m. 

Pilot undertakes berthing vessels at “A”, “B”, “M” or “L” Berths, with 
draft up to 16 m. Vessels drawing over 15.5 m. may berth at high tide. 

Branch channel (leading to loading berths except pipe berth). Depth 
lim. (36 ft.). Width 300m. (984 ft.). Distance from quarantine 
anchorage to Export berth No. 1: 11,500 m. 

ANCHORAGES: Quarantine anchorage position: Lat. 34° 22.5’ N. and 
Long. 133° 26.3’ E., an area of 750 m. radius. 
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PILOTAGE: Inland Sea Pilotage should preferably be arra 

Agent by cable via Nagasaki Radio and/or Choshi Radio Giving tt 
notice. Urgent correction of ETA outside business hours Bad 
cabled direct to pilot station. Inland Sea Pilot Association $ 
Inland Sea ports. Pilotage compulsory for vessels over ‘oon no 
Pilots obtained from one of two pilot stations dependent upon)! 
last port of departure and at Master's discretion. Pi "8 ho 
throughout 24 hours and 72 hours advance notice preferred, tes 
advising any alterations. Most Inland Sea Pilots also act 8 by ax 
Pilots up to berth or anchorage at destination. sté 
Note: VHF communication available with Inland Sea Pilot Staton 
see “Shipmaster’s Report” before first port. | ihe 

1. Wadamisaki, at entrance to Kobe (vessels transitting Ki s 
Position Lat. 34° 34.09’ N., Long. 135° 07.54’ E. Telegraphic as a 
“Anjin Kobe”. s 

2. Sekisaki, 3 miles South of Sekisaki Lighthouse. (Vessels ay 
Bungo Channel). Position Lat. 33° 13’ N., Long. 131° 54’ E. Telegy cy 
address “Anjin Moji”. In event bad weather, recom % ot 
proceed shelter as near as possible having due regard to Sa 
Sekisaki pilot station. 

RESTRICTIONS: Inland Sea (Setonaikai): 

1. Akashi Strait and Bisan Seto: All vessels, over 200 m. Lo,, 
navigate on Bisan Seto in daytime only and also vessels over 3 
LOA have to have an escort boat when navigating on Akashi . 
Bisan Seto respectively in accordance with the Maritime 
Permissible draft on arrival 16 m., but 12 m. on departure, 

2. Kurushima Strait: The vessels, over LOA 200 m. shall 
Kurushima Strait at slack water in daylight and vessels over LOAS ys 
and up to 300 m. have to have an escort boat when Navigety OF 
Kurushima Strait. co 

The draft restrictions are as follows: The permissible draft fy a9 
from 200 m. up to 250 m. shall be less than 13 m. and LOA fromg oe 
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up to 300 m. shall be less than 11 m. ee 
Escort Boat: 2 escort boats with VHF available. Max. speed 24+ pe 
cruising speed 18 knots. ce 
MAX. SIZE: 1 
Berth Max. LOA Max. draft or 

(m.) (m.) am 

“A” 305 16.0 cu 

“B” 285 16.0 oul 

ise 180 11.0 RE 

3 210 13.0 All 

= ey 350 16.0 Qs 

Also see “Berthing’”. ml 
HEALTH: Radio Pratique available. At first port of call in Japan.« 
must obtain Free Pratique. Quarantine Officers will attend vess M# 


from daylight to sunset and Master to show all Vaccination Cat 

Derat Exemption Certificate. In case vessel arrives from c& 

infected area within 10 days, Master must advise crew and pass 

health condition to respective Quarantine Office through ships! | 
prior to arrival and close all soil pipes before entering port. ~ 
RADIO: Recommended Master communicates with Agent * SH 
Choshi Radio or Nagasaki Radio which cover all ports in Ja 5 
specifically Westbound vessel, to contact Choshi, and Northbos Ge 
contact Nagasaki Radio respectively. te 
VHF: “Fukuyama Port Radio” on Channel 16 (0600 — 2000 hs) ~; 
BERTHING: No specific requirements. Pilot boarding time willbe 
by ship's Agent mainly by radio. Berthing/unberthing not care 4) 


during hours of darkness. Fu 
Nippon Kokan K.K. — Fukuyama Works. Private Berths. AC 
Raw Material Berths (Discharging Berths). 
Length 
and Max. size 72 
depth of vessels & 
in acceptable Cargoes 
Berth metres in d.w.t. discharged Remarks 
he 315 200,000 Coal and 2 Q9 cranes 
17.3 Ore 1,500 t.p.h. discharging a 
Average discharging ral 
M 250 200,000 Coal and Iron Ore 1,200 tons with '# 
17.0 Ore Coal 800 tons with | oa 
A 300 150,000 Coal and 4 gantry cranes (availed! 
17 Ore “A” and “B" Berths) # 
1,500 t.p.h. discharging 
Average discharging ae” 
B 280 100,000 Coal and Iron Ore 950 tons with | oF 
16 Ore Coal 700 tons with 1 crane 
2 cranes are used for av DX 
E 210 75,000 Mainly Coal 2 gantry cranes each w@® 
14 discharging capacity | 
Average discharging @* =; 
Coal 600 tp.h. with 1oa® 
F 180 20,000 Mainty Coal 2 level-lutfing cranes ea? 
"1 for nh See } 
vessels ver 
Coal 500 tp.h. with 20a ¢ 
Sas 249.5 35,000 Pig Iron and 3 level-lutfing cranes et? § 
12(max.draft) Scrap for 15 tons lift capacity. be 
discharging Average discharging a” ot 
and loading Pig Iron 350 tons with So 
Scrap 300 tons with 30m 
Steel Product Loading Berths: rs 
Berth 
Name No. Length Depth Capacity Cranes “ ¥y 
(m.) (m.) (d.w.t.) (tonnes) oot AN 
Dom- 1-2 200 5 2,000 1x40, 1x 250 (Derrick) 
estic 3-8 600 5 2.000 1x20, 3x30 (LLC) OF x¢ 
9-13 550 6-7  1,500- 3,000 } 3x20, 1x30 (Ganty) Ny 
22-24 300 7 3,000 128 (Gantry) 5 
Ex- 1 234 1 20,000 } 530 (LLC) u 
port 2 230 13 35,000 1x20 (Gantry) n¢ 
3 146 13 35,000 wa 
4 250 13 35,000 } 1x20, 1x30 (Gantry) fan 
5 130 13 35,000 2x40 (LLC) 
Slag N 181 7 5,000 1x600 tonnesip.h. HE 
(Ship Loader) Any 
Public Berths. Ra 
Minooki 1 450 5.50 2,000 ey 
2 260 7.50 5,000 
3 130 7.50 5,000 


i 


stugs (3,600 h.p.) available in the Fukuyama Harbour. Additional 
> allable from other Inland Sea terminals. 
- ES: Stevedores available from Monday to Saturday, except 
and 30th December to 4th January, for loading/discharging. 
"yp ading/discharging by ship's gear or mobile crane. Working 
#089, 0800 hrs. — 1800 hrs. only. 
@ yeh term contract on loading, at least 24 hours’ prior notice 
we Sundays and holidays required in order for Agent to arrange 
an Vessel must constantly keep her Agent advised of ETA. 
ees s cannot commence loading at time notified by the Agents, 
seerers must pay for waiting time. Discharging for all raw materials 
‘tree In/Out” basis. Therefore, stevedorage is to receivers 
vst Loading/unloading is carried out by shore cranes. Ship's gear 
A: No advance notice required except on Sundays, holidays 
gan emergency. . 
« Summer 1016 — 1022. Winter 1025. The density not much 
tide, which is maximum 3.84 m. 
WATER: Available at any berth. Supply capacity about 11 t.p.h. 
also available, capacity 300 tons, minimum order 200 tons. 
-Bunkers by lighter from Kobe, Mizushima, Tokuyama or Moji 
ty) a Advance notice required. Bunkering only during daytime. Oil fence 
| SUS: None. ; 
tig | AIRS: Only minor repairs. f I OH 
pOCK: None. Available at Innoshima or Mukayima and Tsuneishi. 
AYIDECK WATCHMEN: Not specially required unless 
SJ, gale cargo on board. Steel Mill's guard are on watch at all gates. 
T) LOSING HATCHES: Stevedores carry out opening and 
sq hatches for loading steel products. Charge is assessed 
(g| ong to tariff. Recommend request stevedores for this work unless 
js| «can complete it before berthing. For discharging raw materials 
wrgciosing hatches must be carried out by ship's crew before 
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"4 SHRICATES: Ship's Register to show Customs Inspector ship's 
esyed gross and nett tonnages. Valid Cargo Gear Certificates 
eames required by stevedores when cargo gear’s maintenance 


| gears to be poor. 
s10MS ALLOWANCES: Only allowed 60 cigarettes to take ashore 
wr spirits. 
@ATRIATION: Possible. 
WORT: Nearest airport is Okayama (70 km.), but Tokyo and/or 
‘a are preferable due to convenience of traffic. 
GMT plus 9 hours. No alterations made to clocks during year. 
§uCEAMBULANCE/FIRE: Report to Guardmen's office located at 
r i Gate of Nippon Kokan. ; 
s_ MPHONES: No arrangements for placing telephone on board. 
i | "#2 telephones connecting with offices in the compound of the 
‘mama Works are placed at each of the raw material berths. 
or ‘yvessels alongside export berths, private telephone available at 
men's office located on berth. 
BYICES: Hold cleaning. 
mt WRE LEAVE: Local Immigration Offices issue shore pass valid for 
‘cays. 
a ®ERAL: Fukuyama is a local and new port, developed along with 
tepansion of Nippon Kokan, Fukuyama Steel Works. 
Do repairs (except small ones) for machinery, radio, radar, etc., are 
‘a aed by firms located in Tokyo, Osaka and Kobe. 
SHORITY: Fukuyama Public Works Office, 286-2 Miyoshi-Cho, 
‘syama City, Hiroshima Pref. Tel: (0849) 21-1311. 


(NT: Sub-agents of Aall Barwil Agencies. 

‘ssn Senpaku Ltd., 1, Kokan-cho, Fukuyama City, Hiroshima Pref. 
“Japan. Tel: (0849) 41-0535. Telex: 6436-11 Nissan J. Fax: (0849) 
104. Cables: Nissan Fukuyama. 


MKAWA: 39.52 N. 139.52 E. 
NUMENTS: 


do's Register T onnage Certificate. 
4 Port learance. 
‘“pies Crew List, including Passport numbers. 
‘Spies Passenger Lists or “Nil” Lists. 
; py Declaration of Crew's Baggage. 
‘Mies Port of Call (date of arrival/departure for previous ports). 
“es of Bills of Lading, to show Customs Inspectors. 
$ Agent will prepare Inward/Outward Declaration, so they should 
“sige with necessary information about details of cargoes in 


(See Plan) 


‘Pot Authorities (Customs/Immigration/Quarantine) will attend from 
, which is 45 minutes away by car. 
E: Pilot comes from Akita and boards off Funakawa in position 
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WHR 139° 53’ E. 
he RAGE: Quarantine Anchorage (2,000 m. diameter) is 3,060 m. 
ie Sal lighthouse. 
‘naka ‘Shing nets stretch 6km. along the shore from Akita and 
»."@. Vessel should be manoeuvred and/or drift without anchor, 
iy et Meavy rough sea to avoid anchor dragging. 

02 : Minimum depth at low water in fairway is 10.00 m. Tidal 
Sumy. 7: ~ 0.3 m. Also see “Berthing”. 
Soran, "SPectors attend from Akita and board at Quarantine 


we: Choshi Radio and Nagasaki Radio senna navigation area. 
Ces should be sent to Agent's Akita Office. 


JAPAN 


VHF: Channel 16 operated by Regional Maritime Safety Agency 
Headquarters (Harbour Master). 

No port VHF station. 
TUGS: No tugs stationed at Funakawa. One or two tugs available from 
Akita (12,000 h.p. and 1350 h.p.). 


BERTHING: 
Max. 
Wharf Length Depth Draft Cargo Capacity 
; (m.)  (m.) (m.) (d.w.t.) 

5,000 ton Pier 227 7.0u 0.0 Oil 25,000 
7,000 ton Pier 155 8.0 68 G.C./Logs 17,000 
15,000 ton Pier 185 10.0 9.0 G.C./Logs 1x 15,000 
Japan Energy (Dolphin) 10.0 Oil 1x 10,000 
A.O.S. (Sea Berth) 19.0 Oil 1x 180,000 


STEVEDORES: Hours: 0830 hrs. — 1630 hrs. Overtime is available in 
daylight only. 

MEDICAL: Hospital and treatment available. 

TANKERS: 

5,000 ton Pier: Discharge rate is 250 t.p.h. with one line. 


Japan Energy — Dolphin: 
(1) Berth Operator: 


Japan Energy Corp. 
(2) Maximum LOA: 130 m. 


(3) Maximum Beam: N/A 
(4) Maximum Deadweight: 10,000 d.w.t. 
(5) Maximum Draft: 7.20 m. 
(6) Minimum Depth at Berth and 
required Underkeel Clearance: 10.0 m./10% 
(7) Minimum Depth in Approaches and 
required Underkeel Clearance: 10.0 m./10% 
(8) Water Density: 1025. 
(9) Any Limitations on Freeboard: None. 
(10) Type of Berth: Dolphin. 
(11) Minimum Size of Vessel: LOA 100 m./2,900 d.w.t. 
(12) Lighterage: Not available. 
(13) Night Berthing/Unberthing: Not permitted. 
(14) Grades of Cargo Handled: Heavy Oil/Crude Oil. 
(15) Tugs Available: Tug and Line Handling 
Boat from Akita Port. 
(16) Availability of Bunkers and How 
Delivered: Not available. 
(17) Availability of Dirty Ballast Facilities: Not available. 
(18) Are Slops Accepted: No. 
(19) Where is the Pilot Boarding Area: 39° 51'N., 139° 53’ E. — 
off Funakawa 
(Quarantine Area). 
(20) Any Other Restrictions or Relevant 


Information: None. 


A.O.S. Sea Berth: 

(1) Berth Operator: 

(2) Maximum LOA: 

(3) Maximum Beam: 

(4) Maximum Deadweight: 

(5) Maximum Draft: 

(6) Minimum Depth at Berth: 

(7) Minimum Depth in roaches and 
required Underkeel Clearance: 

(8) Water Density: 

(9) Any Limitations on Freeboard: 


Akita Oil Storage Co.Ltd. 
300 m. 


52 m. 

180,000 tonnes d.w.t. 
16.5 m. (at any tide). 
19.0 m. 


N/A 

1025. 

Max. working height of 
Chicksan arm 22.6 m. 


above LWL. 
(10) Type of Berth: Dolphin. 
(11) Minimum Size of Vessel: - 
(12) Lighterage: Not available. 
(13) Night Berthing/Unberthing: Not permitted. 
(14) Grades of Cargo Handled: Crude (Non-heated). 


Number and Size of Tugs Available: Tugs not stationed at Port. 
When required tugs to be 
called from Akita. 
Availability of Bunkers and How 
Delivered: 

(17) Availability of Dirty Ballast Facilities: 


Not available. 
Not available. 
Ni 


(18) Are Slops Accepted: lo. 
(19) Where is the Pilot Boarding Area: 3 miles South of Berth. 
(20) Any Other Information: Berth for National Oil 


Storage. 

DENSITY: About 1020. 
_— WATER: Available. Supply rate 30 tonnes/hr. Cost Y.320/ton in 

laytime. 
FUEL: Not available. 
CONSULS: None. 
REPAIRS: Minor repairs only. 
GANGWAY/DECK WATCHMAN: Not compulsory, but available if 
required. 
OPENING/CLOSING HATCHES: Possible by stevedores, but charges 
to ship as per tariff. 
CERTIFICATES: Ship's Register to show Customs Inspector, to check 
registered gross tonnage and net tonnage with New Tonnage Certificate. 
The check is possible on vessel if Customs Officer onboard, but it has 
to be brought to Akita Office if Officer not attending onboard. 
REPATRIATION: Not recommended due to distance from Akita Airport. 
Also Customs and Immigration are not stationed here. 
AIRPORT: No airports located nearby. 
HOLIDAYS: Local holidays: January 2nd/3rd; July 20th; August 13th/ 
14th, December 30th/31st. Also 1st, 3rd and 5th Sunday of each month 
are non-working days. 
POLICE/AMBULANCE/FIRE: Contact through Agent. 
SERVICES: Hold cleaning not available. Surveyor arrangeable. Ship's 
telephone not available. Radio/radar minor repairs possible, depending 
on make. Other services are mainly from Tokyo area. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, & 


SHORE LEAVE: Local Immigration Office, attending from Akita, issue 
shore passes. 
AUTHORITY: Funakawa Port Administration Office, 134 Funakawa Aza- 
Sotogasawa, Funakawa-Minato, Oga-City, Japan 010-05. 
AGENT: Sub-agents of Aall Barwil Agencies. 

Akita Kairiku Unso Co.Ltd., Funakawa Branch, 47 Shinhama-cho, 
Funakawa-Minato, Oga-City, Akita Pref., Japan 010-05. Tel: 0185-23- 
2311. Fax: 0185-23-2315. 


FUSHIKI: 36.49 N. 137.03 E. 


DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

6 Crew Lists, including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship’s Agents will prepare Inward/Outward Declaration, Cargo 
Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship's Agent should be provided with necessary information about details 
of cargoes in advance. 

PILOTAGE: Pilot available any time during daylight. Not compulsory. 
No telegraphic address of pilot station, therefore, direct advice to local 
Agent always required. Pilot meets vessels 209°, 2.5 miles off Fushiki 
West Breakwater Lighthouse, thence takes vessel to Quarantine 
Anchorage ground. Due to many fish-nets on both sides of fairway if 
requiring to come into Quarantine Anchorage without taking Pilot, 
necessary to advise Agent in advance. In case of bad weather and need 
to await outside port, recommend cruising in Toyama Bay until sea 
abates. Bay area too deep to anchor and also danger of fish-nets. When 
approaching position for Pilot, give exact ETA to Agent by using VHF 
to Fushiki Harbour Master. Small wooden pilot boat painted black and 
white. No particular light or sound signals required. 

ANCHORAGE: No adequate anchorage at Fushiki but at Toyama 
Shinko, position 36° 46.8’ N., 137° 08.5’ E., however unavailable for 
larger vessels over 10,000 tonnes d.w.t. 

RESTRICTIONS: Pilot not available during darkness. No restrictions on 
tide, because small tide in all seasons. If draft over port limitation, vessel 
enters port after making adjustment by lightening in Outer Harbour. 
MAX. SIZE: Length 175 m., draft 29 ft. in Summer and 30 ft. in Winter. 
However, depth of port not always definite, being a river port and 
dredging operations always carried out to keep depth all year round. 
Tidal range is maximum 0.45 m. Dredging to 10.0 m. depth underway. 
HEALTH: Radio Agent for Free Pratique not less than 12 hours and not 
more than 36 hours before arrival, advising full details of vessel and 
health conditions on board. When Free Pratique is granted by radio, 
vessel will be required to submit the following documents to Quarantine 
Officer on arrival: 

Maritime Declaration of Health. 

Crew List. 

Passenger List. 

The following vessels will not be able to get Radio Pratique: 

A vessel that has been in contact with an infected area or a suspected 
infected area within 15 days of arrival. 

If a vessel has on board any case, or any suspected case, of infectious 
disease within 15 days of arrival. 

lf a vessel does not possess a valid Derat or Derat Exemption 
Certificate. 

RADIO: (Also see “Pilotage”.) Recommended Master communicates 
with Agent through Choshi Radio or Nagasaki Radio which cover all 
ports in Japan. If specifically Westbound vessel, to contact Choshi, and 
Northbound to contact Nagasaki Radio respectively. 

TUGS: Tugs normally join vessel at port entrance, but sometimes in 
Outer Harbour for large vessels. Narita-Maru (3,000 h.p.) and Nihonkai- 
Maru (1,800 h.p.) provide lines, free of charge and Raicho-Maru 
(2,600 h.p.) uses ship's line. Used only when Pilot on board. 
BERTHING: No specific requirements. Pilot boarding time will be notified 


(See Plan) 


by ship's ‘gene mainly by radio. 
erth Length Capacity Cranes 
(m.) (g.t.) 
Left No. 1 Wharf 160 10,000 | 2x5T 
Left No. 2 Wharf 150 10,000 
Left No. 3 Wharf 185 15,000 
Left No. 4 Wharf 185 15,000 
Left No. 5 Wharf 90 1,000 
Right No. 1 Wharf 220 2x3,500 1x5 T 
Right No. 2 Wharf 220 5,000 
Right No. 3 Wharf 185 15,000 1x8 T 
Right No. 4 Wharf 175 15,000 
Right No. 5 Wharf 130 5,000 


Note: Depth becomes shallow with every rainfall. Therefore, 

recommended to contact the port authorities prior to vessel's call. 
See “Max. Size”. 
STEVEDORES: At least 24 hours’ prior notice excluding Sundays and 
holidays required in order for Agent to arrange stevedores. Vessel must 
constantly keep her Agent advised of ETA. If stevedores cannot 
commence loading/unloading at time notified by the Agents, the orderers 
must pay for waiting time. If cargo gear not rigged on berthing, 
stevedores will do same for ship’s crew at additional cost. Overtime 
surcharges 1700 hrs. — 2100hrs. and 0600 hrs. — 0800 hrs. 60%; 
Sundays/holidays 100% additional. 
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MEDICAL: No advance notice required unless urgent. 
DENSITY: Average density between 1015 and 1019 in aj 
FRESH WATER: Available, from Left Wharves No. 1, 2 and Hl 
Wharves No. 3 and 4, average 45 t.p.h. Not available at te 
FUEL: All grades of bonded bunkers are stocked in Tokyo Bay . “ 
Osaka Bay and Kanmon Port. Bunkers will be lightered from the 
bunker port at maximum 7 days’ prior notice. 
CONSULS: None. 

REPAIRS: Minor repairs only. 

DRY DOCKS: No dry docks. 
GANGWAY/DECK WATCHMEN: Not specially requires 
passengers or valuable cargo on board. ' 
OPENING/CLOSING HATCHES: Stevedores carry out Openry 
closing hatches if requested. 

CERTIFICATES: Ship's Register to show Customs Inspecier» 
registered gross and nett tonnages. Valid Cargo Gear o 
sometimes required by stevedores when cargo gear’s Maines Pi 
appears to be poor. j 
CUSTOMS ALLOWANCES: Onlly allowed 50 cigarettes to tales ye 
but no spirits. | 
REPATRIATION: Possible. D0 
AIRPORT: Toyama Airport about 35 km. distance. 6 regular seny ok 
Tokyo daily. on 
TIME: GMT plus 9 hours. No alterations made to clocks uring, | 
HOLIDAYS: All national holidays on calendar, also 2nd Saturday, €7 
month, 1st May and 30th December — 4th January. f 
POLICE/AMBULANCE/FIRE: Police, Fushiki Police Station, ty ab 
(0766) 44-1500; Ambulance, Fushiki Fire Station, Takaoka (jg pj 
1122; or 119; Fire, Fushiki Fire Station, Takaoka (0766) 44-1; 94 
TELEPHONES: No facilities for placing telephones on board aN 
SERVICES: Hold cleaning available. Qu 
SHORE LEAVE: Local Immigration Offices issue shore pass jie 
only 3 days, but 3 days extension possible if ship stays longer st 
DEVELOPMENTS: Fushiki Outer Port Construction is schedy pot 
completion in 2000. If completed, max. depth will be 14.0 m. Atte Re 
all the present berthing facilities will be shifted to the area. 23K 
AUTHORITY: Fushiki Port Administration Office, 5-15, Fushi mA 
machi, Takaoka City, Toyama Pref., Japan. Tel: (0766) 44-027 yE 


AGENT: Sub-agents of Aall Barwil Agencies. Pra 

Fushiki Kairiku Unso Co.Ltd., 5-1, Fushiki Minato-machi, js ¥ 
City, Toyama Pref. 933-01, Japan. Tel: (0766) 45-1111. Telex Qu 
571 Kairiku J. Fax: (0766) 45-1187. Cables: Fushikikairiku Take 


sh 
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GAMAGORI: 34.48 N. 137.14 E. (See? ® 
DOCUMENTS: Cal 
Ship's Register (and International Tonnage Certificate, if \ 


does not show gross and net tonnages). 

Last Port Clearance. 

6 copies Crew List, including Passport numbers. 

4 copies Passenger List. 

2 copies Stores List. 

2 copies Declaration of Crew's Baggage. 
PILOTAGE: Compulsory for vessels exceeding 10,000 9/1? 
applicable within Ise Bay). Pilot boards near Ise Buoy No. 1 (appo F 
Lat. 34°30’ 08"N., Long. 137°03'08"E.). For vessels! 2h 
10,000 g.r.t., pilotage is not compulsory. 
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Pilots are available at the anchorage for berthing. 
ANCHORAGE: Quarantine Anchorage: Lat. 34°44 
Long. 137° 12’ 20” E. fen 


RESTRICTIONS: Entry during darkness is prohibited. 
Draft limitation in channel is 9.80 m. 

HEALTH: Radio Pratique is available. Ordinary quarantine "st ™ 

takes place at the anchorage. 

TUGS: 33,500 h.p. and 13,200 h.p. 


“a 

w 

BERTHING: a 
Permissible “y 

Name of Berth Length DraftiLOA Cate Ma 
(m.) (m.) (dwt Mea 

Takeshima Wharf No. 1 80 6.0 30 en 
No.2 131 7.5 5 

No.3 134 7.5 5.00 tg 

Gamagori Wharf No. 2 180 5.5 2.00 an 
No. 3 90 5.5 2.00 Ka 

No.4 185 9.8/160 150) Saw 

No.5 390 7.3/210 50 ~ 

No.6 90 5.5 20 ten 

No. 7 90 5.5 2m 

No.8 390 7.3/210 Slo 

No. 9 185 9.8/215 1510 Se 

Hamacho Wharf No. 1 185 9.8/170 1508 Prh 
No.2 130 7.3/130 5,00 Mey 


0. 
STEVEDORES: Normal working time is 0830 hrs. — 1630n8 _™ 
FRESH WATER: Available. Tx 
FUEL: Bonded oil to be brought from Yokkaichi or Nagoya. 5 


oil boom has to be arranged. Sam 
GENERAL: /mmigration: The authorities are stationed at te > 
Lightering: Not possible. CR 
Floating Crane: Not available. H 
Log Gangs: Available. H 


Shipchandlers: Provisions and stores are obtainable. 


AGENT: Sub-agents of Aall Barwil Agencies. 

Nippon Express Co.Ltd., 10-23, Minato-machi, Gamay 4 
Pref. 443, Japan. Tel: (0533) 68-2072. Telex: 4324-664 iH 
Fax: (0533) 67-4632. Cables: Nexco Gamagori. 


H 


ygHNOHE: 40.33 N. 141.33 E. (See Plan) 


scents: including Passport Numbers. 
ioe" oer Lists, if any. 
‘ ist Ship's Stores (specified Customs form). 
vgs of Ports of Call. ' 
eciaration of Crew's Baggage (only first port of call in Japan). 
ertime Declaration of Health (for Quarantine on specific form). 
; Register or International Tonnage Certificate. 
me rance from previous Port. 
nytt Certificate or Derat Exemption Certificate. 
e pgsports OF Seaman's Books. . 
sp sAgent will prepare Inward/Outward Declaration, Cargo Manifest 
ie) and Cargo Manifest in transit using specific forms. 
= AGE: Not compulsory. 
me Pilot is arranged by Agent at Master's request, therefore 
nas to ask Agent at latest 24 hours before arrival. 
te mot generally leaves by tug from Shirogane Pier, 30 minutes before 
wang time, and tug flies a pilot flag “HH”. Vessel is able to contact 
a¢trough VHF Channel 16 installed on the tug, just before pilot comes 


. = must keep Agents advised of her ETA in order to inform exact 
zip pilot. 
” Oe edder is required on the lee side of a vessel, and to be 10 ft. 
sea level with manropes slightly shorter. Boat rope not required. 
| sq available from 0600 hrs. to 2200 hrs. for berthing and up to 
_ gyys. for sailing, and anytime in an emergency. 
\CHORAGES: Open sea anchorage with a sandy bottom. Depth of 
yentne Anchorage is 18 m. — 22 m., but this place is too close to 
jp veakwater, therefore pilot recommends anchoring in vicinity of 
+ 34’ N., Long. 141° 33.5’ E., in depth of about 22.0 m., soft sand 
ib @n, where pilot comes on board even if weather is bad. f 
= STRICTIONS: Max. draft limitation is 12.0 m., and LOA limitation is 
%n, no restriction on beam. 
® Ui SIZE: See “Berthing”. 
GiLTH: At first port of call in Japan, vessel should obtain Free 
‘ene. If the vessel is qualified to apply for Japanese Radio Pratique, 
«ei has to send Radio Pratique Message (RPM) to Hachinohe 
wwntine Station through Hachinohe Agents, within 36 hours prior to 
eels arrival. However, Saturday, Sunday and national holidays 
si be excluded when counting the hours, otherwise a quarantine 
“comes on board upon berthing, unless there is berth congestion. 
‘sel must report to Quarantine Office, number of crew and 
seers with health condition, also if there is a sick person on board, 
‘eto report the illness condition in detail through the Agents. 
ie $00: Masters' telegrams from Westbound vessel via Choshi Radio 
mNorthbound vessel via Nagasaki Radio are passed on to Agents. 
‘sgn: Choshi Radio JCS, JCT, JCU and JDC 
Nagasaki Radio JOS, JOT, JOU and JDB. 
| narsat telex available. 
‘There is no Radio Station in Hachinohe. 
hen vessel approaches Hachinohe, and in case of emergency, VHF 
Duel 16, call sign “Shiogama Hoan") belonging to 2nd Regional 
time Safety Headquarters, is available to inform Agents. 
WAR; No shore radar service, however harbour tugs are equipped. 
«| 88:5x3,200 h.p. Additional tug of 4,000 h.p. under construction, and 
mg “available October 1992. 
«| “generally requests one tug if vessel less than 5,000 g.r.t., and 
“Si vessel more than 5,000 g.r.t., but depends on weather, berth 
mwhether she is equipped bow thruster. 
‘THING: Public Wharves: Controlled by Aomori Pref. 


- 


Permissible Cargo 
bal Capacity Length Depth LOA Draft handled 
(d.w.t.) (m.) (m.) (m.) (m.) 

mA 5,000 130 75 110 68 Steel, Bulk Cargo 

baka 5,000 130 75 110 68 Steel, Bulk Cargo 

= 15,000 185 10.0 175 9.5 Bulk Cargo 

=) 50,000 270 13.0 230 12.0 Bulk Cargo 

mE 50,000 270 13.0 230 12.0 Bulk Cargo 

bel 15,000 185 10.0 180 9.8 Logs, Bulk Cargo 
; _ 15,000 185 10.0 180 9.8 Logs, Bulk Cargo 
i e) 5,000 130 75 110 7.0 Cars, B/Cargo, Steel 
it 5,000 130 75 110 7.0 Cars, Bulk Cargo 

ei 5,000 130 75 110 7.0 Bulk Cargo, General 
= 5,000 130 75 110 7.0 — Steel, Bulk Cargo 
. Ms 5,000 130 75 110 7.0 Steel, Bulk Cargo 
ets 5,000 130 7.5 110 7.0 Steel, Bulk Cargo 
. - 40,000 240 12.0 230 11.0 General Cargo, Cars 
| |W N.2 5,000 45 7.5 105 68 Petroleum Products 
+ | pends 5,000 45 75 105 68 Petroleum Products 
| 1s 4 5,000 37 75 105 68 Petroleum Products 
! ve 5 5,000 37 7.5 105 68 Petroleum Products 

Mae a 6 5,000 26 75 105 68 Propane/Butane Gas 
“oy 10,000 165 9.0 160 82 Bulk Cargo, Cement 
il teoee 15,000 185 10.0 175 93 Marine Products 
| >t 5,000 115 75 100 7.0 Cement, Fish Oil 
| | hes Wharves: 

an 50,000 240 12.0 230 11.0  Woodchip, Pulp, 

Kaolin, Pulp Logs 

| ran 15,000 150 10.0 130 95 Paper Products 

‘ra Be 50,000 305 13.0 230 11.9 Grain 

Qe / 

2 Kogyo 20,000 285 11.0 175 9.7 Limestone, Cement 


: 
“MESBULK CARGO FACILITIES: 
DA Mobile Cranes. 


taro B/C 2 unloaders x 8 tons (clear height from water 
Mattar py 16 m.). 
AC DE 1 unloader x 19 tons (clear height from water 
a Matera 21 m.) and ship's gear if available. 
Yetaro Way Mobile cranes and ship's gear if available. 


M/N/O Mobile cranes and ship's gear if available. 


~~ 


JAPAN 


Shirogane A Mobile crane and 4 pipelines for cement. 
Shirogane B Mobile cranes and ship's gear if available. 
Shirogane C 1 pipeline for cement and 2 lines for fish oil. 


3 mobile tower cranes are available at Hattaro C/D/E/F/G, and lifting 
capacities are 1x25 tons and 2x15 tons. Clear height from high water 
level is more than 20 m. There is no heavy lift crane in Hachinohe. 

Mitsubishi Paper Mills Pier: Hopper and belt conveyor for woodchips 
and shore mobile crane for other cargoes. 

Tohoku Grain Terminal Pier: 2 pneumatic unloaders (each 400 t.p.h.) 
for maize and sorghum, and 1 pneumatic unloader (130 t.p.h.) for soya 
bean meal. 

Sumikin Kogyo Pier: 2 loaders (each 1,500 t.p.h.). 

BRIDGES: If proceeding to a private berth in the channel, vessel has 
to pass under the bridge which has a minimum clearance from water of 
30 m. 

STEVEDORES: Stevedores are Hachinohe Kowan Unso Kaisha Ltd. 
Final exact ETA is to be advised by Master, at latest by noon the day 
before vessel's arrival on weekdays, in order to arrange gangs. 

Main commodities handled: Nickel ore, coal, zinc/lead concentrates, 
woodchips, chrome ore, grain, logs, lumber, kaolin, fish meal in bag, 
etc. 

Usual working hours and production: 

08: 


Nickel Ore 30 — 2000 10,000 tonnes. 
Woodchips 24 hours 12,000 tonnes. 
Grain 0830 — 1630 5,600 tonnes. 


Following Sundays/holidays are not worked: Every 1st and 3rd 
Sunday; January 1st — 3rd (New Year Holiday); May 1st (Labour Day); 
August 1st (Hachinohe Festival); August 15th (Feast of Lanterns) and 
December 31st. 

Other Sundays and national holidays are workable if requested by 
client. 

Workable national holidays are January 15th (Adult's Day); February 
11th (National Foundation Day); March 21st (Vernal Equinox Day); April 
29th (Green Day); May 3rd (Constitution Memorial Day); May 4th 
(National Holiday); May 5th (Children’s Day); September 15th (Respect 
for the Aged Day); September 23rd (Autumnal Equinox Day); October 
10th (Health and Sports Day); November 3rd (Culture Day) and 
November 23rd (Labour Thanksgiving Day). 

MEDICAL: 3 General Hospitals and Medical Specialists available. 
No advance notice required unless urgent. 

TANKERS: Max. size 5,000 d.w.t., also see “Berthing”. 

DENSITY: About 1025. 

FRESH WATER: There is no water barge, but water is available from 
shore by water hoses at about 30 — 35 t.p.h. 

Cost per ton: Yen 410 at Public Pier, Yen 320 at Mitsubishi Pier, 
ied 800 at Tohoku Grain Terminal Pier and Yen 480 at Sumikin Kogyo 

ier. 

FUEL: Domestic AFO and CFO are obtainable by barge. Bonded oil is 
brought from Yokohama, Chiba, etc., with sufficient notice. 
CONSULS: None. 

REPAIRS: Minor repairs possible. 

DRY DOCKS: For new buildings and repairs, Kitanihon Shipbuilding 
Co.Ltd. Tel: 0178-24-4171. Fax: 0178-22-7803. 

New buildings (A): 8,500 g.r.t., LOA 140 m., breadth 25.65 m. 

Repairs (B): 1,999 g.r.t., LOA 90 m., breadth 12.00 m. 

Repairs (C): 8,000 g.r.t., LOA 140 m., breadth 26.50 m. 

Dock C is now under construction, but will be available from 
September 1992. 

SURVEYORS: No Classification Society at this port, but Marine 
Surveyors “Nippon Kaiji Kentei Kyokai” and “Nakajima Kentai Kyokai”, 
licensed by the Japanese Government. Surveyors of NK, Lloyd's, ABS 
and NV normally come from Hakodate, Tokyo or Yokohama. 
GANGWAY/DECK WATCHMEN: Not compulsory, but shore-based 
watchmen arrangeable at Master's request. 

OPENING/CLOSING HATCHES: Stevedores will carry out hatch 
opening/closing at Master's request, in case of pontoon type hatches. 
Other types are opened/closed by crew. 

CUSTOMS ALLOWANCES: Customs allow 200 cigarettes and 1 bottle 
of spirits per week. 

CARGO GEAR: See “Cranes/Bulk Handling Facilities”. 
REPATRIATION: All facilities available for crew changes. 

AIRPORT: Misawa Airport, distance Hachinohe/Misawa about 40 km. 

Domestic flights: Misawa/Tokyo 4 flights and Misawa/Sapporo 1 flight 
per day. 

TIME: GMT plus 9 hours. 
HOLIDAYS: See “Stevedores”’. 
TELEPHONES: It is not possible to place telephones on board. 

There are telephone booths at every public pier for international 
telephone calls. 

SERVICES: Following services are arrangeable: Tank cleaning, but 
small tanks only, removal of dirty oil, compass adjusting, radio and radar 
repairs, sea protest, safety equipment. 

Extension of certificates are possible, but classification surveyor 
comes from Tokyo or Yokohama. 

BANKS: Aomori Bank, Hachinohe Branch, 10-2, Ban-cho, Hachinohe 
City, Aomori Pref., Japan. Fax: 0178-46-0975. 
STORING: 

(A) Stores are delivered by truck which can come alongside ship- 
side, even when loading or discharging, but must arrange ferry 
boat or tug in case of Tohoku Grain Terminal Pier. 

(B) Possible to deliver at any time with Customs permission, with 
ship's gear, shore crane can also be used. 

(C) Local riggers can be employed to assist with storing. 
POLICE/AMBULANCE/FIRE: Police 110; Ambulance and Fire 119. 
SHIP SUPPLY SERVICE: Tohoku Senpaku Shoji Co.Ltd., 10-16, 
Kaigan, Kawaragi, Hachinohe City, Aomori Pref., Japan. Tel: 0178-28- 
8008. Fax: 0178-28-8009. 

Stores supply is performed in port or at anchorage by boat. 

SHORE LEAVE: Immigration issue shore-passes for ship's stay if crew 
have valid Passport or Seaman’s Book. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, & 


IDENTIFICATION CARDS: Not required. 
REGULATIONS: Vessel may sail anytime. 
DELAYS: No delay normally but sometimes due to congestion of a 
specific berth. 
DEVELOPMENTS: The Port Authority has a plan to increase the 
Fairway depth, extend the breakwater and construct new deep water 
berths. The expected dates of completion is within 7-8 years. 

The following berths are planned, and 3 berths are already under 
construction: 


Name Length Depth 
Kawaragi PierNo.1 560m. 14.0m. 2 berths x length 280 m. 
260 m. 7.5m. 2 berths x length 130 m. 


— under construction 
Kawaragi Pier No.2 280m. 14.0m. 1 berth — under construction 
Hattaro Pier No.2 540m. 13.0m. 2 berths x length 270 m. 
AUTHORITY: Hachinohe Port Administration Office, 1 — 131 Kitanuma, 
Kawaragi, Hachinhoe City, Aomori Pref., Japan. Tel: (0178) 28-2105. 
FAX: 0178-20-4746. Contact: General Manager. 

Hachinohe Harbour Master, 16, Chikkogai 2-chome, Hachinohe City, 
Aomori Pref., Japan. Tel: 0178-33-1221. FAX: 0178-33-1223. 
AGENT: Sub-agents of Aall Barwil Agencies. 

Hachinohe Kowan Unso Kaisha Ltd., 16-4 Kawaragi Kaigan, 
Hachinohe City, Aomori Pref., 031 Japan. Tel: (0178) 29-3114. Telex: 
8229-18 Hckown J. Fax: (0178) 29-3119. Cables: Hachinohekowan 
Hachinohe. 


HAKATA: 33.36 N. 130.24 E. 


DOCUMENTS: 
Customs: When vessel arrives direct from foreign port, Customs Officials 
will board vessel for search. The following documents are to be 
submitted. 
Crew List, Passenger List, Store List, Manifest of Crew Personal 
Effects (must be signed by individual crew member), Arms and 
Ammunition List, Narcotics List, List of Ports of Call on Current 
Voyage, Dischargi aoe Manifest, Through Cargo Manifest, 
Declaration Inward/Outward (Form No. C2000). 
The following will be checked on board: Ship’s Registry, Last Port 
Clearance, International Tonnage Certificate. 

When vessel comes from Japanese port, Customs Officials will not 
attend on board, except special case. The Master or Agents are to attend 
at Customs House for entry formalities with the following documents: 

Discharging Cargo Manifest, Through Cargo Manifest, 
Declaration Inward/Outward, Ship's Registry with International 
Tonnage Certificate (if on board), Last Port Clearance, 
Documents entrusted with the Master at previous port. 

On vessel's departure, a clearance is issued by Customs, after 

confirming payment of tonnage dues. 
Immigration: \mmigration Officials board vessel in special cases, on her 
arrival in port to examine passports, discharge books and/or other 
equivalent travel documents and provide a 15 day Landing Pass for 
crew members. But in most cases, Agents are required to attend at their 
office carrying above documents and Inward/Outward Declaration, 2 
copies of Crew List and Passenger List with 1 copy of Application of 
Issuance of Landing Pass. Receiving Crew List/Passenger List 
beforehand is a great help in expediting Immigration business. Extension 
of the Landing Pass is available, if the vessel stays over 15 days, on 
application. 

In the event that crew members, without entry visas, are to be landed 
for repatriation or transfer, Immigration will not permit their landing unless 
passage, by either sea or air, ensuring the prompt departure from Japan 
(within 72 hours) of these men have been booked, or unless the vessels 
to which they are to be transferred, arrive in Japan within 5 days. 
PILOTAGE: Not compulsory, but necessary unless Master well 
acquainted with locality. Pilot embarks at Quarantine Anchorage; 
position Lat. 33° 38’ N., Long. 130° 19’ 30” E. Request for Pilot made 
through ship's Agent, Master reporting ship's ETA by radio giving 
accurate time of arrival at least 24 hours prior arrival, also any 
subsequent change. Pilot on VHF Channel 16, 11 and 12. In the event 
of rough sea, harbour tug-boat will be used. 

Shipmaster’s Report: 1982: The Hakata-Bay Pilot is available on request 
off Genkai Island (Lat. 33° 42’ N., Long. 130° 15.5’ E.). 
ANCHORAGE: No anchorage in port. 

Anchoring at Quarantine Anchorage is feasible, subject to size/draft 
of vessel and requesting an Entry Procedure from Customs Officials. 
RESTRICTIONS: No restrictions if vessel in Free Pratique and draft less 
than 10 m. No tide. 

MAX. SIZE: No restrictions of length, breadth. Draft 11.10 m. 
HEALTH: 
(a) Quarantine Station: Sea area surrounded by the following lines: 

1. The line connecting between the top of the Nokono-Shima and 
point “A” which is located on the sea in the direction of 90° and 
at the distance of 2,540 m. from the top of the Nokono-Shima. 
(The parallel of 33° 38’ 00” N.) 

2. The line connecting between point “A” and point “B” which is 
located on the sea in the direction of 000° and at the distance of 
1,750m. from point “A”. (The Longitudinal line of 
130° 20' 00” E.). 

3. The line drawn towards the Nokono-Shima in the direction of 270° 
from point “B”. (The parallel of 33° 37’ 06" N.). 

4. The coast line of the Nokono-Shima. 

The centre of the Quarantine Anchorage: Lat. 33°37’ 30” N 
Long. 130° 19’ 30" E 
(b) Quarantine service is rendered from sunrise to 1 hour before sunset. 
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(See Plan) 


(c) “Q” flag should be hoisted until Free Pratique is granteg 
(d) When vessel arrives from plague infected or suspected ate 
10 days after she left such place, a 24-hour special i 


ql | 
required. All sanitary scuppers must be closed and - | 


commence loading/unloading at time notified by the Agent, the 
must pay for waiting time. If cargo gear not rigged on 
stevedores will do same for ship's crew. Normal working hous 
1700 hrs. 
Overtime work is possible by applying to Customs at the follow?! ‘ 
0000-0500 hrs. 350 Yen per hour Ma 
0500-0830 hrs. | Sy 
1700-2200 hrs. and 
Sundays and Holidays j 


thrown overboard after vessel reaches 60 miles off iniang my 
(e) Radio Pratique is applicable. 
RADIO: Recommended Master communicates with Agent of 
Choshi Radio or Nagasaki Radio which cover all ports jn a FR 
specifically Westbound vessel, to contact Choshi and Norte at 
contact Nagasaki Radio respectively. 0a 
VHF: Hakata Port Radio on Channels 11, 12, and 16. Power § Fl 
24 hour operation. ' 0 
TUGS: “Taiho Maru” 3,400 h.p., “No.2 Kyoto Maru” jg, % 
“Tetsuho Maru” 3,520 h.p., “Wakasugi Maru” 2,600hp, 4. § 
Maru” 3,400 h.p., “Hakata Maru” 3,840 h.p., “Kashii Maru” 33. & 
BERTHING: No specific requirements. Pilot boarding time Will berg 3 
by ship's Agent mainly by radio. 
Wharf Berth Length Depth Remarks we 
No. (m.) (m.) 
Central Pier oa 
2/3 166 9.00 The berths are a 
4 150 10.00 by passenger ferries » Mi 
5 180 9.40 priority. 
6 180 9.60 
9/10 400 6.30 C 
Suzaki Pier 
1 130 7.50 Ne 
2 183 11.20 | 2 Panamax type of jem 
3 183 11.00 | can be accommodaisy yj 
4 183 11.00 ) using 2 berths. Nt 
5/6 260 7.50 Ka 
Hakozaki Pier 
1 130 6.90 
2 130 7.50 Me 
3 130 7.00 cy 
4 185 9.90 Fit 
5 240 11.80 Container Berth (x 
under priority. in 
6 130 7.00 | 
tf 130 7.00 | The berths are main; | 
8 130 7.00 | by feeders/car carries | 
9 130 7.00 | under priority. | 
10 130 7.00 
11 130 7.00 : 
12 240 12.00 | 
13 240 12.00 RE 
Lumber Ha 
Wharf ia 8.50 OF 
Higashi-Hama Pier 7.50 do 
CARGO HANDLING FACILITIES. ste 
Shore Facilities Production/Capacity thi 
Suzaki Pier: ce 
No. 2 Wharf 4 units of 300 t.p.h. — 350 t.p.h. each ™ 
No. 3 Wharf pneumatic sor 
No. 4 Wharf —_unloaders. a 
Hakozaki Pier: 
No.5 Wharf 2gantry cranes. The gantry cranes are use! © 
container operations with FE 
25/30 boxes/hr. and lifting 
“om capacity of 30 tons per cat a 
No. 12 Wharf 1 pneumatic \ 
No. 13 Wharf unloader. 300 t.p.h. — 350 tp.h. o 
Average Discharging Rates: q 
Grain Cargo : 300/350 tonnes/hr. per pneumatic unloat a 
Grain Cargo : 50/60 tonnes/hr. by ship's gear. TE 
Crude Rubber : 30/40 tonnes/hr. by ship's gear. q 
Sugar in bulk : 60/80 tonnes/hr. by ship's gear. 5 
Lumber in bundles : 90,000/140,000 BMF/hr. per gang. bs 
Logs : 120 cu.m./hr. per gang. Al 
Frozen Cargo : 40/50 tonnes/hr. per gang. im 
Fresh Fruits : 50/55 tonnes/hr. per gang. . 
Average Loading Rate: 
Loose Tyres : 70/90 cu.m./hr. per gang. Al 
Grain silos: 
Owner Location Capacity & 
(tons) 81 
Genkai Silo Suzaki Pier 69,500 2, 
Hakata-Ko Silo " 69,326 
Kamigumi K.K. 36,800 
Ishibashi Silo 25,110 
Hatsumura Soko 25,415 
Taiyo Seifun 11,245 
Nissin Seifun 8,240 
Suso Soko ¥; 9,800 
Kamigumi K.K. Hakozaki Pier 57,367 Hi 
Hakozaki Futo 7 50,327 
Riken Silo - 11,000 0 
Torigoe Seifun 4,600 ‘ 
STEVEDORES: At least 24 hours’ prior notice excluding Sunde I 
holidays required in order for Agent to arrange stevedores. ven 3 
constantly keep her Agent advised of ETA. If stevedores® 
1 
1 


300 Yen per hour a 


we Baaanes 


® 


2200-2400 hrs. 
wok can be arranged for on 31st December to 3rd January. 
e"'4grd Sundays of each month are stevedores' non-working days 
e's Regulations. 
*-*, Medical service available throughout 24 hours. 
ee inter: 1026 (approx.), Summer: 1018 (approx). 
STV ATER: Supply available ex-shore hydrant at all berths at a 
bt 95 t.p.h. No water barge is available unless a coastal water 
s 


350 Yen per hour 


ht from Kanmon (Moji) area with 2 days advance notice. 
bunker oil is not available at this port, but is to be lightered 
rt. An adequate notice should be given to the suppliers in 


yas avoid delay in replenishment. The rate of delivery from oil barge 
- 100 t.p.h. 
coy e Installation Required notice 
| SySekiyu K.K. Shimonoseki 2 days 
“04 CO. Shimonoseki 2 
id Sakai Gur 
‘ Kokura/Moji Bane 
wii Co Oita 3 
yer Oil Co. Shimonoseki 2 
triste re = 
i Shoji imonoseki 
=" lwakuni 3 
Kanokawa a 
8 Co., Ltd. Matsuyama aye 
Mizushima aus 
wo Co. Shimonoseki ae 
Matsuyama got 
wii Co., Ltd. Oita STA 
gm Mining Co. Mizushima 4 days 
wenatsu Gosho Kokura ee 
d Tokuyama ot 
isu & Co., 
meni lida Co. 
sntomo Shoji Tokuyama Xe 
PRECAUTIONS: Modern chemical fire service boat “Hiryu Maru” 
Sins). 
ONSULS: 


werican Consulate General, Fukuoka. Tel: 092-751-9331. 

“0 British Consulate, Moji. Tel: 093-331-1311. 

‘gublic of China Consular Agency, Fukuoka. Tel: 092-473-6655. 
‘gublic of Korea Consulate, Fukuoka. Tel: 092-771-0461 

‘ple’s Republic of China Consulate, Fukuoka. Tel: 092-713-1121. 
‘ech Consular Agency, Fukuoka. Tel: 092-431-4400. 

* Malaysian Consulate, Fukuoka. Tel: 092-733-6400. 

®ARS: Local workshop is available to arrange repair service, from 
#22 and Moji areas, subject to type of repair. 

NINGICLOSING HATCHES: Stevedores carry out opening and 
tm hatches. If any time lost by ship’s crew doing this work, 
medores charge ship for waiting. Recommend request stevedores for 
‘work unless crew can complete it before berthing. 

‘BIFICATES: Ship's Register to show Customs Inspector ship's 
gered gross and nett tonnages. Valid Cargo Gear Certificates 
weimes required by stevedores when cargo gear’s maintenance 
tears to be poor. 
'STOMS topes hes ree Only allowed 50 cigarettes to take ashore 
un spirits. 
'PATRIATION: Possible. 
PORT: Fukuoka Airport: Distance: About 20 minutes from Hakata 
oycar. A regular domestic airline service is available to most airports 
‘an. A regular international airline service for U.S.A./Europe/East 
‘uth East Asia countries by various airlines is available. 
¥E:GMT plus 9 hours. No alterations made to clocks during year. 
‘UCEAMBULANCE/FIRE: Police/Ambulance Tel: 110; Fire 119. 
MEPHONES: Marine radio telephone is available at 3/4 days notice. 
‘¢ telephone is available at 7 days notice. 

"RE LEAVE: Local Immigration Offices issue shore pass valid for 
‘@s, but 7 days extension possible if ship stays longer, good for 
*Apanese port. 

“HORITY: Hakata Port and Harbour Bureau, 13-13, Sekijo-Machi, 
+ aa Fukuoka-city, Japan. Tel: (092) 291-0561. FAX: (092) 291- 


‘aT; Sub-agents for Aall Barwil Agencies, Tokyo. 

#0 Shipping Ltd., Fukuoka Branch, 1st Floor, Doimachi Shirouzu 
“%, 8-16, Shimo Kawabata-Machi, Hakata-Ku, Fukuoka, 
~80an. Tel: (092) 272-5513. Telex: 722224 Greenh J. Fax: (092) 
“519. Cables: Greenship Fukuoka. 


“KODATE: 41.47 N. 140.42 E. 


“CUMENTS: 

p's Register. 

Ione Clearance. 

’ Sts including Passport Numbers. 

sgasenger _ sg dalam 

3 'es List. 

aration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 


—* radio, firearms/swords, etc. (only at first port of call in 


(See Plan) 


“ws Agents will Prepare Inward/Outward Declaration, 1 Cargo 

tes rap argo Manifest in transit using specific forms. Therefore 

ts «oben be provided with necessary information about details 
ance. 


JAPAN 


PILOTAGE: Not compulsory, but in practice is necessary. Pilots 
available 24 hours a day and vessels able enter and leave port day and 
night. Pilots board about 1.5 miles S.W. of Breakwater Lighthouse. Pilot 
boat is small boat carrying flag “H”. 

The limit of Hakodate Piloting District is the sea area surrounded by 
a line drawn from Obana Misaki to Kattoshi Misaki and the coastline. 
ANCHORAGES: Quarantine Anchorage outside breakwater and care 
should be taken not to foul fishing nets. Good anchorage inside 
breakwater at East side of Section 3 — depth 11 m. to 13 m. 
RESTRICTIONS: Quarantine and Customs business between 0800 and 
1700 hrs. only. 
MAX. SIZE: Tankers up to 84,000 d.w.t. at SBM. Max. draft 14.5 m. 
Max. LOA 260 m. 

Also see “Berthing”. 
HEALTH: Radio Agent for Free Pratique not less than 12 hours and not 
more than 36 hours before arrival, advising full details of vessel and 
health conditions on board. When Free Pratique is granted by radio, 
vessel will be required to submit the following documents to Quarantine 
Officer on arrival: 

Maritime Declaration of Health. 

Crew List. 

Passenger List. 

The following vessels will not be able to get Radio Pratique: 

A vessel that has been in contact with an infected area or a suspected 
infected area within 15 days of arrival. 

If a vessel has on board any case, or any suspected case of infectious 
disease, within 15 days of arrival. 

If a vessel does not possess a valid Derat or Derat Exemption 
Certificate. 
RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which covers all ports in Japan. If 
specifically Westbound vessel, to contact Choshi, and Northbound to 
contact Nagasaki Radio respectively. 
TUGS: 1 3,200 h.p. and 32,400 h.p. 
BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship’s Agents mainly by radio. 


Permissible Shore Cranes 
Berth Length Depth Draft Capacity and Pipelines 
a (m.) — (m.) m.) (d.w.t.) 
Nishi Pier “E“ 165 9.0 8.5 10,000 
Chuo Pier 
(North No. 1 Side) 171 9.0 8.5 10,000 
(North No. 2 Side) 165 9.0 8.5 10,000 
(South Side) 133 8.0 7.0 7,000 
Bandai Pier 
(Front Side) 180 10.0 9.0 15,000 Pneumatic 
unloader 
12,000 tons/ 
day. 
(South No. 1 Side) 130 7.5 7.0 5,000 
Kita Pier 
(North Side) 130 7.5 6.5 5,000 
No. 1 Buoy 9.0 8.0 15,000 
No. 2 Buoy 10.0 9.5 15,000 
No. 3 Buoy 10.0 9.5 20,000 
Imodoco Buoy 15.5 14.5 84,000 Cosmo Oil Co., 
Sea Berth 
(Pipelines). 


CRANES: Hakodate Dock own 1 x 200 ton and 1 x50 ton floating crane. 
STEVEDORES: At least 24 hours’ prior notice excluding Sundays and 
holidays required in order for Agents to arrange stevedores. Vessel must 
constantly keep her Agent advised of ETA. If stevedores cannot 
commence loading/unloading at time notified by the Agent, the orderers 
must pay for waiting time. If cargo gear not rigged on berthing, 
stevedores will do same for ship's crew at additional cost. Overtime 
surcharges 1700 — 1900 hrs. (50% additional of basic stevedorage) 2100 
— 0500 hrs. next morning (130% additional) Sundays/holidays (60% 
additional). 

MEDICAL: No advance notice required unless urgent. 

TANKERS: Single-Buoy Mooring: Cosmo Oil Company, sea berth 
suitable for up to 84,000 d.w.t. and max. draft 14.5 m. at Imodco Buoy. 
Position: Lat. 41° 48’ 08" N., Long. 140° 40’ 57” E. 

Soundings: At site 15.5 m. In approaches to site, more than 15.5 m. 
The approach to terminal is free from obstructions. 

There is one 20 in. crude line running 2,000 m. from shore to the 
buoy, and about 500 m. from shore line to the storage tanks. 

Mooring: There is no night mooring. Unmooring is carried out from 0600 
till 2400 hrs., and may be done by the Master of the ship without a Pilot. 

A mooring/unmooring gang is provided for by Agent. Two launches 
and one tug are in attendance at the mooring. One launch will keep the 
hose clear while the other handles the lines. The tug is standing by and 
only pushes against bow or near the stern to keep the head of the vessel 
in position whilst mooring. 

At least 6 good mooring lines are required, preferably each line to its 
own bollard. The lines are run single to the buoy. The position of the 
ship's bow from the buoy is about 40 m., when the distance from the 
buoy to ship’s manifold is about 360 ft. 

When mooring, it is requested that the propeller is completely stopped 
or otherwise turned astern. 

Both bow anchors are to be hove well up in the hawse pipe and 

properly secured before reaching the buoy. Anchors are never to be 
used while on the buoy. They may foul the buoy’s mooring cables and 
pipeline on the bottom if released. 
Floating Hose: There is one set of 12 in. floating hose for the discharge 
of crude only. The floating hose is about 600 ft. long from the buoy’s 
manifold. The last two lengths are floating in doughnut-shaped plastic 
floats. The end is marked with an unlit marker buoy. 

The hose connections are always made to the port manifold and are 
lifted with ship's gear. The hose when full of cargo and equipment weighs 
over one and a half tons. Information is required of the distance from 
ship's bow to ship's manifold, and the distance from ship's side to ship's 
manifold prior to arrival. 
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Standard flanges are used on the hose. OD 19 in. diameter of bolt- 

circle 17 in. with 12 bolt-holes size 0.875 in. 
Discharging: The discharging should be arranged in such a way as to 
be able to take sufficient ballast into ship's tanks, when about half way 
during discharge; to be able to get the ship's head down to prevent the 
vessel from veering too widely, and run over the hose near the buoy, 
in case of unfavourable conditions. 

Maximum allowed back pressure by shore is about 10 kg./sq.cm. 
During the discharge the main engine must not be immobilised as it may 
be used to keep the vessel clear of the buoy. 

Stand-by Men: While on the buoy, the vessel will be required to provide 
sleeping quarters for four men, this includes the foreman who will remain 
on board throughout the entire operation. It is requested that the 
discharge officer be provided with meals. The other men are supplied 
with food from shore. 

Discharge Rate: 1,800 k/| per hour. 

DENSITY: Average 1025. 

FRESH WATER: Available at piers ex-hydrants and by barge at 
anchorage. Supplier, Hakodate Municipal Office. 

FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 
and Kanmon Port. At all other ports bunkers will be lightered from the 
nearest bunker stock ports at maximum 7 days prior notice. 

Fuel supplies for Hakodate are generally lightered from Tokyo Bay 
area and delays can be caused by weather conditions. 

CONSULS: None. 

REPAIRS: Hakodate Dockyard Co., undertakes hull and engine repairs. 
DRY DOCKS: No. 1. Capacity 17,100 g.t., length 156 m., breadth 24 m. 
depth 6 m. No. 2. Capacity 9,000 g.t., length 140 m., breadth 21 m., 


depth 6 m. 

GANGWAY/DECK WATCHMEN: Not specially required unless 
passengers or valuable cargo on board. 

OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches. If any time lost by ship’s crew doing this work, 
stevedores charge ship for waiting. Recommended request stevedores 
for this work unless crew can complete it before berthing. 
CERTIFICATES: Ship's Register to show Custom Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear’s maintenance 
appears to be poor. 

CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 
but no spirits. 

AIRPORT: Distant 20 minutes by car. 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 
POLICE/AMBULANCE/FIRE: Police 110; Ambulance 119; Fire 119. 
TELEPHONES: Arrangeable on board. 

SHORE LEAVE: Local Immigration Officers issue shore pass valid for 
pre days, but 3 days extension possible if ship stays longer. 
AUTHORITY: Port and Harbour Bureau, Hakodate City, 4-19 Suehiro- 
cho, Hakodate City, Hokkaido. Te/: (0138) 22-3101. 


AGENT: Sub-agents of Aall Barwil Agencies. 

Kyoei Unyu Co.Ltd., 22-5, Kaigan-cho, Hakodate City 040, Hokkaido, 
Japan. Tel: (0138) 42-4121. Telex: 9925-64 Kyoei J. Fax: (0138) 42- 
4120. Cables: Funekyoei. 


HAMADA: 34.52 N. 132.03 E. 


PORT LIMITS: See “Plan”. 

DOCUMENTS: When vessel arrives direct from a foreign port, Customs 
Officials will board to search. The following documents are to be 
submitted: 

Ship's Register. 

International Tonnage Certificate. 

3 Voyage “Memos” (ports of call). 

5 Crew Lists, including Passport numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 

Chet a radio, firearms/swords, etc. (only at first port of call in 

japan). 

Ship's Agents will prepare Inward/Outward Declaration, Cargo 
Manifest and Cargo Manifest in Transit, using specific forms. Therefore 
ship's Agents should be provided with necessary information about 
details of fey in advance. 

APPROACHES: Ships approach the harbour entrance directly. Harbour 
entrance is between New West Breakwater and Yana Shima, depth 
26m. (85 ft. 4in.), width 530m. (1,739 ft.). Distance from harbour 
entrance to Nagahama No. 1 Wharf is 2,200 m. (7,218 ft.). 
PILOTAGE: Harbour pilotage in/out not compulsory. Pilots are available 
at harbour entrance. Harbour pilotage should preferably be arranged 
through tae by cable. 

ANCHORAGE: Quarantine Anchorage Position: Lat. 34° 53.3'N., 
Long. 132° 03.3’ E. (400 m. circle). 

RESTRICTIONS: See ‘“Berthing”. 

MAX. SIZE: Max. d.w.t. 15,000 tons at Nagahama No. 1 Wharf, length 
190 m., depth 10.0 m. 

HEALTH: Radio Pratique available. At first port of call in Japan, vessel 
must obtain Free Pratique. Quarantine Officers come from Hiroshima 
Office, and will attend vessel from daylight to sunset, and Master to 
show all Vaccination Cards and Derat Exemption Certificate. In case 
vessel arrives from Cholera-infected area within 10 days, Master must 
advise crew and passengers’ health condition to respective Quarantine 
Office, through ship's Agent prior to arrival, and close all soil pipes before 
entering port. 

Sanitary Inspection available. 
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RADIO: Recommended that Master communicates with 
Choshi Radio or Nagasaki Radio which cover all ports an 


Westbound vessels to contact Choshi Radio, and Northboung HI 
to contact Nagasaki Radio respectively. = Al 
VHF: Not available. 
TUGS: 1 tug 3,100 h.p. Additional tugs are available from othe oc 
BERTHING: Rm 
Name of Berth Length Max.LOA Depth Max.Draft Ag 
(m (m)  (m) = (mm) Gye B 
Nagahama * BE 
No. 1 Wharf 131 186 10.0 9.0 15, 
No. 2 131 186 7.5 7.0 ‘a 
No. 3 71 5.0 ‘hh 
Fukui 
No. 1 Wharf 130 130 7.5 7.0 gy | 
No. 2 90 90 5.5 5.0 2m og 


CRANES: Not available. 

STEVEDORES: At least 24 hours’ prior notice, excluding $ « 
holidays, required in order for Agent to arrange stevedores. Vesses BU 
constantly keep her Agent advised of ETA. If stevedores st 
commence loading/unloading at time notified by the Agent, the ore 
must pay for waiting time. If cargo gear not rigged on 
stevedores will do same for ship's crew at additional cost. Steves 
working hours are 0800 hrs. — 1700 hrs., except Sundays and hojs FR 
Name of company: Hamada Koun Co.Ltd. Yer 
MEDICAL: No advance notice required except on Sundays, hy Yer 
and in an emergency. Cholera vaccination available. FU 
DENSITY: 1024 — 1025 through the year. at! 
FRESH WATER: Available at Nagahama Wharf and Fukui jp wa 
Supply rate about 35 t.p.h. 

FUEL: Bunkering not available. Lubricating oils available. 
CONSULS: No local representatives. Marine Note of Protest » 
attended to by local notary public. 

REPAIRS: Only minor repairs possible. 
GANGWAY/DECK WATCHMEN: Not specially 
Passengers or valuable cargo on board. 
OPENING/CLOSING HATCHES: Stevedores carry out openiy 
closing hatches. If any time lost by ship's crew doing this; 
stevedores charge ship for waiting. Recommend request stevedos HI} 
this work, unless crew can complete it before berthing. Sey 
DRY DOCKS: None. io 
REPAIRS: See “General”. re 
CERTIFICATES: Ship's Register to show Customs Inspecto ¢ th 
registered gross and nett tonnages. Valid cargo gear cenit The 
sometimes required by stevedores when cargo gear mainiey cau 


appears to be poor. 00 
CUSTOMS ALLOWANCE: Only allowed 60 cigarettes to take a oy, 
but no spirits. sub 
REPATRIATION: Possible. The authorities are not stationed 5 
attend from Matsue City. ir 
AIRPORT: Nearest is Izumo Airport, about 125 km. Iwami® y 
(40 km.) is expected to open in 1993, but Tokyo, Osaka or Fuku 4 
preferable, due to convenience of traffic. 3 
1 
1 
w 
J 
§ 


required, » 


TIME: GMT plus 9 hours. No alterations made to clocks during 
POLICE/AMBULANCE/FIRE: Police 110, or 0855-22-0520. Amba 
and Fire 119. ‘ 

HOLIDAYS: Authorities holidays are Sundays, National holiday 
2nd and 4th Saturday of month. 

TELEPHONES: No facilities for placing telephones on  \y 
International telephone booths are located on Nagahama What sy 


SERVICES: Hold cleaning available. Ceti 
STORING: Provisions and bonded stores can be obtained’ pil) 
shipchandlers on berthing. : 


SHORE LEAVE: Local Immigration Offices issue shore pass ® 37 
only 15 days when Hamada is first port of call in Japan. Ext (o 
possible if ship stays longer. AN( 
DELAYS: An incoming foreign vessel is to be given priority, bu® a» 
will be expected when the quay is occupied by vessels. Con 
GENERAL: Hamada port is mostly for import of round logs. Dist™ 13) 
and loading cargo operations carried out alongside berth. Shipst 
(except small ones) for machinery, radio, radar, et. are all aay %3 
firms located in Kitakyushu, Hiroshima, Osaka and Kobe. RE 
AUTHORITY: Hamada Public Works Office, 1785-7, Nagaham Ber 
Hamada City, Shimane Pref., Japan. Te/: 0855-27-0088. ‘de 
AGENT: Sub-agents of Aall Barwil Agencies. 1 we 

Green Shipping Ltd., Moji, c/o Hamada Koun Co.Ltd. © f 
Nagahama Cho, Hamada City, Shimane Pref., 697 Japan. T@! nA 
26-0515. Telex: 6322-46 KounJ. Fax: 0855-27-3409. & ™ 
Hamadakoun Hamada. 
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geu27 N. 133.56 E. (See Plan) 


ee Uno . 

swweNTS: in addition to the documents required at “Uno”, vessel 
M provided with Customs’ Closed Port Entrance Permission by 
s melore entering Hibi, as it is a Non-Open Port. 

SiZE: See “Berthing”. 


a. 

— Draft Cargo 

pats Length Depth (S.W.) Handled 

3 (m.) (m.) (m.) 

ay Public Wharf 185.0 10.00 9.20 Not specified. 

ei Hibi Wharf 176.0 13.10 12.0 Copper concentrate 


(discharging). 
ayes: Hibi Public Whart: No shore cranes installed. Ship's gear 


* Hibi Wharf: One shore crane with capacity 10.0 tons. 
gx CARGO FACILITIES: See “Berthing”. 

RES: Normal working hours: 0830 hrs. — 1630 hrs. (FIO 
™ ascharge rate 3,500 tonnes, or 0830 hrs. — 2030 hrs. (FIO basis), 
rate 5,300 tonnes. Copper concentrate at Mitsui Hibi Wharf. 
ye “Uno” for Hibi Public Wharf. 
ags4 WATER: Available from shore hose at Hibi Public Wharf, cost 
-moton. Available from shore hose at Mitsui Hibi Wharf, cost 

ton. 
a ponded fuel is available from main port or oil station by barge 
Public Wharf. Fuel oil and L.O. supply not available at Mitsui Hibi 


te : > 
@AlRS: All types of deck and engine repairs are possible at Hibi 
se Wharf, but subject to smelters approval at Mitsui Hibi Wharf. 


@KINADA: 33.57 N. 130.50 E. (See Plan) 
® Kanmon-Ko”’. 


SATION: The Port of Hibikinada is located in position Lat. 
187 N., Long. 130° 49.9’ E. and is only protected by a breakwater. 
sno other shelter and is exposed to strong winds from the North. 
‘stongest winds are from the NW and if accompanied by swell, 
ues a dangerous surge in the port. 
MUMENTS: When vessel arrives direct from a foreign port, Customs 
teas will board to search, and the following documents are to be 
ibnitted: 

do's Register. 

remational Tonnage Certificate. 

iyage “Memo” (Ports of Call). 

‘Gew Lists, including Passport numbers. 

}Passenger Lists. 

Stores List. 

‘Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
rstwatch, radio, firearms/swords, etc. (only at first port of call in 
men), 
Sps Agents will prepare Inward/Outward Declaration, Cargo 
est and Cargo Manifest in Transit, using specific forms. Therefore 
‘s Agents should be provided with necessary information about 


m ®s of cargoes in advance. 


\OIAGE: Kanmon Strait and Harbour Pilotage Association. 
folage compulsory. Pilot boards inbound vessel at Mutsure: Lat. 
Z a ne: 130° 52’ 48” E. or at He Saki: Lat. 33° 56’ 24" N., 


SHORAGE: Coming from West: Mutsure Anchorage: Lat. 
“35 'N., Long. 130° 51.7’ E. Depth 23 m. 
9 from East: He Saki Anchorage: Lat. 33°56'N., Long. 


“WE. Depth 12.5 m. 
“Be force winds blowing, it is possible with Coast Guard permission 
S10 Mutsure Anchorage. 

SRICTIONS: Berthing and unberthing only during daylight hours. 
“9 undertaken at slack water only. Unberthing at any stage of the 
_8ls are permitted to transit Shimonoseki with a max. draft 
“Sin. at anytime and with a max. draft of 32 ft. 10 in. at HW. 

‘see “Report”. 

"ling Factors: 


Controlling Mean Tidal Velocity Nature of 
Depth (MLW) Range Current Bottom 

wg (m.) (m.) (knots) 

en 20 1.0 3 max Mud 
roves 13.5 1.0 3 max Mud 
ie age 21 1.0 3 max Mud 
Wg 13.5 1.0 nil Mud 

SIZE: Wharf A-1: Max. LOA — 340m. Max. draft 12.2 m. 


‘ay, 

Re pe d.w.t. Beam of vessel determined by hatch width. 

Ut Max. LOA 235 m. Max. draft 12.2 m. Max. 60,000 d.w.t. 

D 2 At first port of call in Japan, vessel must obtain Free Pratique. 

tiny ne Officers will attend vessel between 0830 hrs. and 1630 hrs. 

‘en 8g. Master to show all Vaccination Cards and Derat 

ton Certificate. In case vessel arrives from cholera infected area 

Aton ays, Master must advise crew and passengers’ health 

Dal he respective Quarantine Office, through ship's Agent, prior to 

Mo soe — soil pipes before entering port. 

win: ji". 

ws “pecommmended that Master communicates with Agent through 

Stoung '0 or Nagasaki Radio, which cover all ports in Japan. 

‘tan 4 /eSSels to contact Choshi Radio, and Northbound vessels 
agasaki Radio respectively. 


“aan 


JAPAN 


VHF: “Shimonoseki Port Radio’ on Channels 16, 12, 14, 20 and 22. 
Pilot on Channel 13. 
TUGS: There are 3 tugs available each 3,500 h.p. Use of all 3 tugs is 
advisable when docking and 2 tugs when undocking. 
BERTHING: Vessels always dock port-side-to at A-1 Wharf, and 
starboard side to at A-2 Wharf. Ship's gangway used. 
Moorings: Forward: 3 headlines, 1 breast line, 2 springs. 

Aft: 3 stern lines, 1 breast line, 2 springs. Vessel berths against spring 
roller fenders. 
CRANES: 2 unloaders available with 45 tons capacity. 
BRIDGES: Kanmon Suspension Bridge was built in 1973 across 
Hayatomo Channel (narrowest place in Kanmon Strait, width of fairway 
530 m.) between Shimonoseki and Moji. The height of the bridge from 
ne level is 61 m. Vessels over 59m. high must give notice to Pilot 

ice. 
STEVEDORES: At least 24 hours’ prior notice, excluding Sundays and 
holidays, required in order for Agent to arrange stevedores. Vessel must 
constantly keep her Agent advised of ETA. If stevedores cannot 
commence loading/unloading at time notified by the Agent, the orderers 
must pay for waiting time. 
MEDICAL: No advance notice required unless urgent. All kinds of 
doctors available. 
TANKERS: No tanker berths available. 
DENSITY: Average 1025. 
FRESH WATER: Good fresh water supplied either from water barge or 
from hydrants, 2 days prior notice required. 
FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 
Osaka Bay and Kanmon Port. At all other ports, bunkers will be lightered 
from the nearest bunker stock port at maximum 7 days prior notice. 
CONSULS: See “Yawata’”. 
REPAIRS: All types of repairs possible. 
DRY DOCK: Mitsubishi Heavy Industries Ltd. 4 dockyards (No. 3 and 
4 for small vessels). 


Dimensions of Docks Max. Size of Vessel 


Length Breadth Draft Length Breadth Draft 

(m)  (m)  (m) (m)  (m) — (m) 

No. 1 Dock 164.13 25.0 7.04 160.00 22.50 5.50 

No. 2 Dock 150.10 20.0 6.88 143.00 19.30 5.00 
GANGWAY/DECK WATCHMEN: Not specially required unless 


passengers or valuable cargo on board. 

OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches. If any time lost by ship's crew doing this work, 
stevedores charge ship for waiting. Recommend request stevedores for 
this work unless crew can complete it before berthing. 
CERTIFICATES: Ship’s Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid cargo gear certificate 
sometimes required by stevedores, when cargo gear maintenance 
appears to be poor. 

CUSTOMS ALLOWANCE: Only allowed 60 cigarettes to take ashore, 
but no spirits. 

CARGO GEAR: See ‘Certificates’, but no special requirements. 
REPATRIATION: Possible. 

AIRPORT: Nearest Fukuoka Airport, about 2 hours by train and taxi. 
Kitakyushu Airport about 40 minutes by taxi. 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 
POLICE/AMBULANCE/FIRE: Police 110. Ambulance and Fire 119. 
Public telephone booth available near by berth. 

TELEPHONE: Possible to place telephone on board. 

SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
only 15 days if Hibikinada is first port of call in Japan. Extension possible 
if ship stays longer. 

SERVICES: All services available. 

CHARTS: B.A. 1578, B.A. 532, B.A. 127. 

DEVELOPMENTS: Port will reclaim land of 590 ha. for redevelopment, 
industrial use, and for waste disposal. 2 berths on the domestic trade 
quay will also be improved. 


REPORT: June 1985: It was found that, whilst the weather was severe 
and from a North/Northwesterly direction it was not abnormally severe. 
Had the vessel been able to moor in a symmetrical fashion, she would 
have been in no difficulty. 

The berth was extended in 1976 to accommodate two vessels 
simultaneously. As a result, the vessel that moors to the Eastern end 
of the jetty can, depending upon the size of the two vessels on the jetty, 
overhang with their after end. The effect of this, as can be seen from 
the plan, is that vessel has nowhere to put out proper stern mooring 
lines except to a shore mooring post (See “X” on “Plan’’). On our vessel, 
the mooring lines were in the order of 130 m. long, and some four times 
the length of the headlines. It is well known that mooring lines should 
be symmetrical at either end of the vessel. 

The only place for the larger vessel on the “Plan” to moor safely is 
some 50/60 m. ahead of her diagrammatical position. It is, of course 
perfectly feasible for a vessel to moor ahead of that shown in the plan. 
If this was the case, we would consider her to be perfectly safe. 


SHIPMASTER’S REPORT: January 1994. 

Communications: Communications with Pilots and Quarantine were all 
made through the Agents. Due to the approaching New Year weekend, 
the Radio Pratique Quarantine message was sent 5 days before arrival. 
This was too early and had to be re-sent 2 days before arrival, and 
Radio Pratique was granted the following day. 

Anchorage: Anchorage for awaiting Pilots and Quarantine only, was 
advised by the Agent to be ‘North of a line 090° from Koshiki lwa for 
daylight arrivals and in the area contained by a line 000° from Mutsure 
Shima Light and a line 310° from a position 000° x 1.4 miles from 
Mutsure Shima Light at night’. 

Approaches: Approaches were found to be as charted on B.A. Charts 
No. 524 and 1578. 

Berthing: Berth No. 1: The berth, as charted on the North side of 
Wakamatu, is well fendered and is served by 240 ton gantry cranes 
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for grab discharge of bulk cargo, either to hoppers close to the quay 
side feeding conveyor belts for coal cargo, or onto the dock about 30 m. 
from the quay edge for other cargoes, where it is picked up by payloaders 
and removed by lorries. 

This vessel was discharging gypsum, and achieved a rate of 
296.3 tonnes per crane per hour discharging to the dock. This rate could 
probably be doubled if discharging to the hoppers due to the shorter 
grab travel required. 

Crane outreach is in excess of 30 m. and airdraft is adquate for all 
vessels. 

Discharging is on a 24 hour basis. 

Berthing is port side to using a tug on the starboard bow and quarter, 
made fast with tug’s lines. Mooring boats are used to carry the head 
and stern lines ashore. 

Unberthing is also with 2 tugs made fast. 

Both operations are controlled by tidal currents as regards to timing. 
Pilotage: Pilots board from a small launch at the charted pilot station. 
Vessels are called in from anchorage by VHF. Boarding will probably 
be advised by telex from the Agents some days in advance. 

Shore Leave: Passes are issued to each crew member and visaed by 
the Immigration Department. This is arranged by the Agent. 

Access to the shore is direct to the dockside by ship's gangway. Taxis 
to the nearest town can be arranged by the Agent at a quoted price of 
U.S.$ 27.00 for 3 to 4 passengers, to the nearest Customs Office, where 
shore-going crew are requested to report on their way ashore and before 
returning. 

Crew members going ashore were able to negotiate better terms 
through the stevedores. 

Clearance: \nward and Outward Clearance is mainly carried out by the 
Agent, but the Customs’ Agents may also attend and a Customs search 
was Carried out. 

Services: All services including bunkers, provisions, stores, fresh water, 
medical and repatriation are available, but are generally more expensive 
than average prices elsewhere. 

Swell: The berth, in spite of a breakwater to the North, is exposed to 
swells from the Northeast. During the first day on the berth, the vessel 
was rolling alongside in spite of the fact that no breakers could be seen 
on the breakwater or shore, which gave the impression of some 
underwater tidal effect as though the sea surface appeared the same. 
After the vessel had been lightened, she lay quietly alongside. 


AUTHORITY: Kitakyushu Port and Harbour Bureau, 2-7 Nishi-Kaigan, 
1-chome, Moji-Ku, Kitakyushu City, Fukuoka Pref., 801 Japan. 
Tel: (093) 321-5941. FAX: (093) 321-5915. 


AGENT: Sub-agents of Aall Barwil Agencies. 

Green Shipping Ltd., Moji, 9-7, Minato-machi, Moji-ku, Kitakyushu 
City, Fukuoka Pref., 801 Japan. Tel: (093) 321-4261. Telex: 7153-11 
Greenm J. Fax: (093) 321-4288. Cables: Greenship Moji. 


HIKARI: 33.57 N. 131.56 E. (See Plan) 


DOCUMENTS: When vessel arrives direct from a foreign port, Customs 
Officials will board to search, and the following documents are to be 
submitted: 

Ship's Register. 

International Tonnage Certificate. 

Voyage Memo (Ports of Call). 

3 Crew Lists, including Passport numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship’s Agents will prepare Inward/Outward Declaration, Cargo 

Manifest and Cargo Manifest in Transit, using specific forms. Therefore, 
ship's Agents should be provided with necessary information about 
details of cargoes in advance. 
PILOTAGE: Harbour pilotage not compulsory, but it is recommended 
to take pilot at pilot station (Lat. 33°54’ N., Long. 131° 56’ E.). Pilot 
boards from 0700 hrs. for berthing and up till 1800 hrs. for unberthing. 
Inland Sea Pilot undertakes harbour pilotage. 

Inland sea pilotage should preferably by arranged through Agent by 
cable via Nagasaki Radio, giving 72 hours’ notice. Urgent correction of 
ETA outside business hours should be cabled direct to pilot station. 
Inland Sea Pilot Association covers all inland sea ports. Pilotage 
compulsory for vessels over 10,000 g.r.t. Pilots obtained from one of 
three pilot stations, depending upon vessel's last port of departure and 
at Master's discretion. Pilotage available throughout 24 hours, and 
72 hours’ advance notice prefered, thereafter advising any alterations. 
Most Inland Sea Pilots also act as harbour pilots up to berth or anchorage 
at destination. 

Note: VHF communication available with Inland Sea Pilot Stations. 

1. Wadamisaki, at entrance to Kobe (vessel transiting Kii Straits). 
Pha Lat. 34° 34’ 09" N., Long. 135° 11’ E. Cable address: “Anjin 
Kobe”. 

2. Sekisaki, 3 miles South of Sekisaki Lighthouse (vessel transiting 
Bungo Channel). Position Lat. 33° 13’ N., Long. 131°54' E. Cable 
address: “Anjin Moji’. In event bad weather, recommended vessel 
proceeds for shelter as near as possible, having due regard to safety, 
to Sekisaki Pilot Station. 

3. Hesaki, at East side of Kanmon (Shimonoseki) Straits. Position 
Lat. 33° 56’ 24” N., Long. 131° 03’ 12” E. 
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ANCHORAGES: Pilct station, 2 miles South of Ominae-Shy 
If the vessel cannot go alongside directly at Hikari Whar 
congestion, wait at Kudamatsu Anchoring section. & 
RESTRICTIONS: Entry and departure is not available af, 
Depth of water in channel 11.20 m. % 
MAX. SIZE: See “Berthing”. 
HEALTH: At first port call in Japan, vessel must obtain Free 
Quarantine Officers will attend vessel from 0830 hrs. to ‘ere 
anchorage of Tokuyama, as there is no Quarantine Officg an 
Master to show all Vaccination Cards and Derat Exemption A 
In case vessel arrives from cholera infected area within 10 ¢, 
must advise crew and passengers’ health condition to Quarantine 
through ship's Agent, prior to arrival, and close all soil Pipes be 
entering port. Radio Pratique available. § 
RADIO: Recommended that Master communicates with Agent, Ma 
Choshi Radio or Nagasaki Radio, which cover all ports i, . shy 
Westbound vessels to contact Choshi Radio, and Northbound jg oft 
to contact Nagasaki Radio respectively. Pal 
VHF: No VHF service. Het 
TUGS: Available as required, but come from Tokuyama OF Kuden wn 
Port. ADC 
BERTHING: Only one berth operated by Nippon Steel Corpora, 120 
Steel Export Wharf: Length 232 m. Depth 11.6 m. Max. Ok» &. 
Max. draft 11.20 m. Max. size 30,000 d.w.t. y 
Loading Facility: One shore gantry crane (lifting capacity 154. AX 
Outreach: 22 m. from front leg of the crane. Height: 17 m. fromthe: 
Span: 28 m. (longitudinally forward/aft). Air draft: 20.10 m. at wy 2 
Loading Rate: Approximately 1,500 — 2,000 tons through ay con 
2 gangs (gantry and ship's gear). AN 
BRIDGES: None. ons 
STEVEDORES: At least 24 hours prior notice, excluding Sunda, 8 
holidays, required in order for Agent to arrange stevedores. Ves, 
constantly keep her Agent advised of ETA. If stevedores » 
commence loading/unloading at time notified by the Agent, theo» y 
must pay for waiting time. If cargo gears not rigged on te | 
stevedores will do same for ship's crew at additional cost. Oe 
surcharges 1700 hrs. — 1900 hrs. 50% additional of basic stevey a2 
2100 hrs. — 0500 hrs. next morning 130% additional; Sunday’ s 
60% additional. es 
TANKERS: No tanker berth. brs 
MEDICAL: No advance notice required, unless urgent. only 
DENSITY: Average 1025. Oe 
FRESH WATER: Good fresh water supplied from hydrants. & = 
rate 50 t.p.h. a 
FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, g 
Osaka Bay and Kanmon Port. At all other ports, bunkers will bel 
from the nearest bunker stock ports at maximum 7 days priors ‘ 
CONSULS: No consuls. Marine Note of Protest possible at local § 


— Se |. 


: cont 
public. Tuc 
REPAIRS: Only minor repairs available. Others from Moji, Toh jy 
or Kobe. 

DRY DOCKS: Shin Kasado Dockyard in Kudamatsu-Wan, ep 


3 miles East of Tokuyama-Wan entrance. Largest dry a 
90,000 tonners and two other dry docks/building docks. 

GANGWAY/DECK WATCHMEN: Not specially required © 
passengers or valuable cargo on board. Shik 
OPENING/CLOSING HATCHES: Stevedores carry out open} 5, 
closing hatches. If any time lost by ship's crew doing ths! p, 
stevedores charge ship for waiting. Recommend request steves# p, 
this work, unless crew can complete it before berthing. P 
CERTIFICATES: Ship's Register to show Customs Inspecit! p, 
registered gross and nett tonnages. Valid Cargo Gear C# 5, 
sometimes required by stevedores, when cargo gear mal p, 
appears to be poor. Pi 
CUSTOMS ALLOWANCES: Only allowed 60 cigarettes to take® yy 
but no spirits. y 
CARGO GEAR: See “Certificates”. No special requirements 
REPATRIATION: Possible. Ado 
AIRPORT: Hiroshima Airport about 40 minutes by Shinkans® 
about 40 minutes by Shinkansen and taxi. S) 
TIME: GMT plus 9 hours. No alterations to clocks during yea! 8 
POLICE/AMBULANCE/FIRE: Police 110, Ambulance/Fire 119 8 
EMERGENCY CO-ORDINATION CENTRE: Maritime Safely 4 Ae 
Tokuyama Office in Tokuyama City. Tel: 0834-31-0110. Hi 
TELEPHONES: Not possible to place telephones on board Hi 
SHORE LEAVE: Local Immigration Offices issue shore pass ¥ 
for only 15 days, when Hikari is first port of call in Japan. 5% Kj 
possible if ship stays longer. Ce 
SERVICES: All services available from Moji and Tokuyama Ts 
AUTHORITY: Shunan Port Administration Office, 111, CM G 
Tokuyama City, Yamaguchi Pref., Japan. Tel: 0834-21-1787 By 
AGENT: Sub-agents of Aall Barwil Agencies. = 

Green Shipping Ltd., Moji, c/o Sankyu Inc., Hikari Branch, 168 

1-chome, Hikari City, Yamaguchi Pref., 743 Japan. Tel: 0833-78 
Telex: 6754-49 Sankyu J. Fax: 0883-72-0939. Cables: Sankj” 
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ncluding Hirohata, Shikama, Mega and Aboshi): 
wh 34.41 E. (See Plan) 


% MENTS: 
"os Fi ister 
* pot Clearance. 
a a Lists including Passport Numbers. 
Lt} passenger Lists. 
| | cyres List ; : 
|. jedaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
S| ast watch, radio, firearms/swords, etc. (only at first port of call in 
: z gents will prepare Inward/Outward Declaration, 1 Cargo 
y , and Cargo Manifest in transit using specific forms. Therefore 
| “Agent should be provided with necessary information about details 
i. in advance. 
S Bice: See “Kobe”. Vessels take Inland Sea Pilot off Wada, 
ge or Sekisaki; or from ports of Inland Sea. No exact pilot station 
smcnecking point at port of Himeji (Mega, Shikama, Hirohata and 


&| but Agents arrange Pilot when vessel approaches upon 
<eng cable giving 24 hours advance notice. Pilot boarding positions 

| | “sows: Mega Lat. 34° 44’ N., Long. 134° 42’ 15" E. Shikama Lat. 

| SN, Long. 134° 39’ E. Hirohata Lat. 34° 44’ N., Long. 134° 37’ E. 

lat. 34° 44’ N., Long. 134° 34’ 10” E. 

e “estict location of anchorage for vessel awaiting a Pilot in Himeji 

® | «but should be as close as possible to port according to draft and 


1 ication. 
ty oRAGE: No strict boundary areas for anchorages. Anchor as 
«2s possible to the port according to draft. 

@IRICTIONS: At ports of Mega, Shikama, Aboshi and Hirohata, no 
stearding between sunset to sunrise. 

4 SIZE: Draft restrictions as follows: 

11.80 m., Shikama 11.0 m., Hirohata 13.2 m. (80,000 d.w.t. or 
»00d.w.t. part load) for Central Pier, 8.50 m. for Kamota Pier (Piers 
«{-6), 9.5 m. for Tsuruta Pier (Pier No. 10). 16 m. (160,000 d.w.t. 
000 d.w.t. part load) for No. 18 Pier. Aboshi 9.0 m. 

§abuoy mooring, max. draft 19.2 m. Max. 254,000 d.w.t. 

4TH: No Quarantine Office at Himeji. At first port of call in Japan, 
seimust obtain Free Pratique. Quarantine Officers will attend vessel 
»tom daylight to sunset and Master to show all Vaccination Cards. 
Exemption Certificate. In case vessel arrives from cholera-infected 
ewithin 10 days, Master must advise crew and passengers health 
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® sn to respective Quarantine Office through ship's Agent prior to 
eiand close all soil pipes before entering port. 
% WO: Recommended Master communicates with Agent through 
wi Radio or Nagasaki Radio which cover all ports in Japan. 
* | sefically Westbound vessel to contact Choshi and Northbound to 
a rac Nagasaki Radio respectively. 
4S: Tug(s) normally join vessel when approaching, or at anchorage. 
MF) anys use tug's lines without charges. 
BTHING: No specific requirements. Pilot boarding time will be notified 
. yop's Agent mainly by radio. 
Wharf Max. Max. 
s Berth Length LOA Draft 
(m.) (m.) (m.) 
hana 
| ‘ic Pier No. 2 135 7.00 
st wie Pier No. 3 170 8.80 
*alc Pier No. 4 170 8.80 
ty: *le Pier No. 5 170 8.80 
| ‘tle Whart No. 6 170 8.80 
> *nlc Wharf No. 7 230 10.00 
*nlc Pier No. 8 250 11.00 
" “bic Pier No. 9 250 11.00 
‘aima Wharf 390 5.00 
sagawa Whart 360 5.00 
ay No. 2 220 150 7.70 
b| 
tu Pier No. 1 130 115 7.00 
| Mu Pier No. 2 185 180 9.00 
%No.1-2 250 175 9.00 
| SNe. 2-3 270 180 9.00 
ea 
‘Whihama Quay (A-1) 110 11.00 
«| Whihama Quay (A-2) 220 11.00 
@ | “Saki Quays (No.1 — 2) 420 7.50 
da Quays (No. 3 — 6) 525 8.50 
Stal Quay (No. 9) 315 13.20 
| Jula Quay (No. 10) 305 9.50 
na Quay (No. 18) 300 16.00 
Nes. 9.50 
4 hata: 
‘®shihama Quay (A-1) 1x20 ton 
@ | “eshinama Quay (A-2) 2x30 ton 
nesaki Quays (No. 1—2) 1x10 ton, 1x20 ton 
cena? Quays (No. 3-6) 2x9 ton 
nal Quay (No. 9) 2x25 ton, 1x38 ton 
8 Quay (No. 10) 2x9 ton 
;Y0 Quay (No. 18) 245.5 ton 


tama 


Pepe? 110 ton at Public Wharves (No. 1 — 9). 

ida, RES: At least 24 hours prior notice excluding Sundays and 
oes quired in order for Agent to arrange stevedores. Vessel must 
— keep her Agent advised of ETA. If stevedores cannot 
Ye bg loading/unloading at time notified by the Agent, the orderers 
&a, 1 'r waiting time. If cargo gear not rigged on berthing, 
Ntarpes will do same for ship's crew at additional cost. Overtime 
nh, 1630 - 2130 hrs. 60% additional of basic stevedorage; 2130 
ting next morning 130% additional; Sundays/holidays 100% 
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MEDICAL: No advance notice required unless urgent. 

TANKERS: Idemitsu Kosan Co. Ltd., Himeji Oil Jetty where 1 berth only 
and max. draft 11.8 m. allowed. Shore discharging facilities 3x12 in. 
diameter hose connections which connect to 18 in. diameter line for tank 
hoses. Acceptable max. 5 kg/sq.cm. on hose gauge, discharge rate 
approximately 2,000 long tons per hour. 

Note: Idemitsu Kosan Co. Ltd., Himeji, require following information prior 
to arrival for smooth berthing and connecting hoses: Height from sea to 
deck; Length from vessel's side to underneath of hose connections; 
Height from deck to connection of line; Diameter of connection. 
Operator's Report: 1983. 

Idemitsu Kosan Hyogo Sea Berth (Discharging terminal) is operated 
by Idemitsu Kosan Co. Ltd. 

SBM Berth. Berthing equipment to OCIMF standard. 

SBM operates 24 hours per day, 7 days a week. Ships moored and 
unmoored at daytime, weather and other circumstances permitting. 
SBM will not be closed due to any holidays. 

Area around the SBM with radius of 410m. is an open port for 
Customs’ Regulations. Therefore supplies, disembarkation, etc. should 
be handled by related regulations. 

Location: Lat. 34° 42' 37" N., Long. 134° 39' 54” E. 

Pilotage: Not compulsory. 

Anchorage: Himeji port is not an open port. Ships can anchor at the 
following points. 

Point “A” Lat. 34° 42’ 58” N., Long. 134° 39’ 02” E., depth 21 m. 

Point “B" Lat. 34° 42’ 10” N., Long. 134° 40’ 48” E., depth 21 m. 

Point “C” Lat. 34° 41’ 30” N., Long. 134° 41’ 00” E., depth 23 m. 

Anchorage “A” and “B” are for tankers of less than 18.5 m. draft. 
Restrictions: 

(a) Berthing Master comes on board 3 miles South from the line 

joining Kurakake Id. and Kami Id. 

(b) Ship’s Master has to arrange tug boats both sides and aft (total 
of 3 tugs). 

(c) Ship proceeds at moderate speed taking into consideration tide 
and wind and any other circumstances. When approximately 
1,000 m. from SBM vessel reduces her speed to avoid risk of 
touching SBM. 

(d) Ship has to stop completely 200 m. from the SBM. 

Max. size: 

Maximum draft 19.20 m. 

Maximum d.w.t. 254,000 tons 
Berthing: 

From bow to manifold 145 m. — 186 m. 

Derrick capacity SWL in excess of 10 tons. 


Mega: 
Berth Depth Pipe-Lines 
(m.) 

Idemitsu Jetty No. 1-— Berth No.1—No.4 5.0-—7.0 4x8 in. 
Idemitsu Jetty No. 2 — Berth No. 5 7.0 8 in. 
Idemitsu Jetty No. 3 — Berth No. 6 12.2 12 in. and 8 in. 
Idemitsu Jetty No. 4 — Berth Nos. 7 — 8 7.0 2x8 in. 
Idemitsu Jetty No. 5 — Berth No.9-—No. 12 5.0-—7.0 4x8 in. 
LPG Jetty — Berth No. 22 6.0 4 in. and 2 in. 
Monoageba 6.0 — 

Sea Berth 19.0 — 
Kanden LNG Jetty 14.0 _ 


DENSITY: Average density between 1025 and 1026 in Winter season 
and 1018 and 1020 in Summer season. 


FRESH WATER: Idemitsu Oil Jetty, Shikama Public Pier and Hirohata 

Pier able to supply fresh water from shore, but No Water Barge available 

at Port of Himeji therefore not able to supply fresh water at Satetsu Pier 

(Shikama), Shikama Buoy, Aboshi Buoy or outside anchorage. 
Average rate of 


Port delivery 

Mega 20 — 30 tonnes/p.h. 
Shikama 25 — 30 tonnes/p.h. 
Hirohata 15 — 20 tonnes/p.h. 


FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 
Osaka Bay and Kanmon Port. At all other ports bunkers will be lightered 
from the nearest bunker stock ports at maximum 7 days prior notice. 
CONSULS: No consuls at Himeji, Shikama or Hirohata. 

REPAIRS: Most minor deck and engine repairs available at port of 
Himeji; in case special technician required, should be called from Kobe. 
DRY DOCKS: No dry dock available at port of Himeji. Nearest dry dock 
Ishikawajima-Harima Heavy Industries Co. Ltd., Aioi, who have following 
dry docks. Also see “Aioi”’. 


LOA LBP Breadth Depth Capacity 
Dock No. 1 238m. 230m. 33 m. 5.5 Mm: 73,000 d.w.t. 
(780'9") (754'7") (108'3") = (18’) (LT) 
Dock No.2 156.1m. 145m. 19.5m. 4.5m. 14,000 d.w.t. 
(512'1") (475'8") (63'11") (14’9") (LT) 
Dock No.3 341m. 328m. 54m. 6m. 300,000 d.w.t. 
(1,118'9")(1,076'1”) (177'1") _(19'8") (LT) 


GANGWAY/DECK WATCHMEN: Not specially 
passenger or valuable cargo on board. 
OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches. If any time lost by ship’s crew doing this work, 
stevedores charge ship for waiting. Recommend request stevedores for 
this work unless crew can complete it before berthing. 
CERTIFICATES: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear’s maintenance 
appears to be poor. 

CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 
but no spirits. 

CARGO GEAR: See “Certificates” but no special requirements. 
REPATRIATION: Possible. 

AIRPORT: About 60 km. to Itami Airport. Regular services. 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 


required unless 
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HOLIDAYS: At Aboshi, no work on 1st and 3rd Sunday. At Shikama, 
shore crane, no work on 1st and 3rd Sunday but gangs available for 
discharging and loading. 
POLICE/AMBULANCE/FIRE: Police (Shikama) Tel: 35-1441; 
Ambulance (Shikama) 119 or 35-0119; Fire (Shikama) 119 or 35-0119. 
TELEPHONE: No facilities for placing telephones on board. 
SERVICES: Tally, laundry, daily provisions by ship chandler available 
locally. All other service from Kobe or Osaka. 
SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
9 days, but 3 days extension possible if ship stays longer. 
GENERAL: No quarantine available at port of Himeji, therefore pratique 
to be obtained at other ports. 
AUTHORITY: Himeji Port Administration Office, 294, Suka, Shikama-ku, 
Himeji City, Hyogo Pref. Te/: (0792) 35-0176. 
AGENT: Sub-agents of Aall Barwil Agencies. 

Shikama Kaiun Co. Ltd., 1300 Hosoe, Shikama-ku, Himeji City, Hyogo 
Pref. 672, Japan. Tel: (0792) 33-0482. Telex: 5772-211 Sikama J. 
Fax: (0792) 34-0975. Cables: Shikamakaiun Himeji. 


HIMEKAWA: 37.02 N. 137.51 E. 


DOCUMENTS: 

Ship’s Register (and International Tonnage Certificate, if Register 

does not show gross and nett tonnages). 

Last Port Clearance. 

6 Crew Lists, including Passport numbers. 

4 Passenger Lists. 

2 Stores Lists. 

2 Declarations of Crew's Baggage. 
PILOTAGE: Not compulsory, but recommended. Pilots board in position 
Lat. 37° 03’ 03” N., Long. 137° 51’ 30” E. 
ANCHORAGE: Position: Lat. 37° 11’ 45” N., Long. 138° 14’ E., within 
radius 700 m. 
RESTRICTIONS: Entry and sailing during darkness is permissible, but 
pilots are only available during daytime. Draft limitation in the channel 
is 8.20 m. 
HEALTH: Radio Pratique is available. Ordinary quarantine inspection 
takes place at the anchorage. 
TUGS: No tugs are stationed at the port, but they can be arranged, 
13,000 h.p. from Niigata and 11,300 h.p. from Naoetsu. 
BERTHING: 


(See Plan) 


Max. Shore 
Name of Berth Length Depth Draft Capacity Cranes 
(m.) (m.) (m.) (d.w.t.) (tons) 
Centre Pier No. 1 130 7.5 6.8 5,000 
No. 2 130 5 6.8 5,000 4x35 
No. 3 130 73 6.8 5,000 3x80 
No. 4 130 Lo 6.8 5,000 
No. 5 165 9.0 8.2 10,000 
West Pier No. 1 90 oye 5.0 2,000 
No. 2 130 Fala 6.8 5,000 
North Pier No. 1 23 fee 6.8 5,000 
(Dolphin) 


Note: Centre Pier No. 1, 2, 3 and 4: Summertime permissible draft 6.9 m. 
Centre Pier No. 5: Ships cannot use ship’s generator during stay at 
this pier, as it causes noise pollution to a neighbouring party. Ships must 
therefore use electric supply equipment from shore (in future this is to 
be applied to all piers). 
STEVEDORES: Normal working time 0830 hrs. to 1630 hrs. 
Overtime and Sundays/holidays (except 1st and 3rd Sunday) are 
available, but subject to negotiation. 
Log gangs are available. 
FRESH WATER: Available. 
FUEL: Domestic oil is available. 
GENERAL: /mmigration: The authorities come from Naoetsu. 
Floating Crane: Not available. 
Lightering: Not possible. 
Ship Chandlers: Provisions and stores are obtainable. 
AGENT: Sub-agents for Aall Barwil Agencies. 
Nippon Express Co.Ltd., 7-11, Ryugashima 1-chome, Niigata 
City 950, Japan. Tel: 025-241-4171. Telex: 3122-118 Nexngt J. 
Fax: (025) 244-4938. Cables: Nexco Niigata. 


HIROSHIMA: 34.20 N. 132.25 E. 


DOCUMENTS: See “Yokohama”. 

PILOTAGE: Inland Sea pilotage should preferably be arranged through 
Agent by cable via Nagasaki Radio giving 72 hours’ notice. Urgent 
correction of ETA outside business hours should be cabled direct to pilot 
station. Inland Sea Pilot Association covers all Inland Sea ports. Pilotage 
compulsory for vessels over 10,000 g.r.t. Pilots obtained from one of 
three pilot stations dependent upon vessel's last port of departure and 
at Master's discretion. Pilotage available throughout 24 hours and 
72 hours’ advance notice preferred, thereafter advising any alterations. 
Most Inland Sea Pilots also act as Harbour Pilots up to berth or 
anchorage at destination. 

Note: VHF communication available with Inland Sea Pilot Stations. Also 
see “Shipmaster’s Report” before first port. 
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(See Plan) 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, by 


1. Wadamisaki, at entrance to Kobe (vessels transiting \j 


% 


Position Lat. 34° 34.09'N., Long. 135° 11'E. Telegraphic 
“Anjin Kobe”. 8 
2. Sekisaki, 3 miles South of Sekisaki Lighthouse (vessels 
Bungo Channel). Position Lat. 33° 13’ N., Long. 131° 54’ E Tae 
address “Anjin Saganoseki”. In event bad weather, reco 

vessels proceed for shelter as near as possible having due 
safety, to Sekisaki Pilot station. " 
3. Hesaki, at East side of Kanmon (Shimoneseki) Straits by 
Lat. 33° 56’ 24” N., Long. 131° 03’ 12” E. 
ANCHORAGES: 
From Ujina Radius 
Anch- Lighthouse of 
orage Bearing Distance Anchorage Condition, 
(m.) (m.) 
“or: 127° 1,640 200 Draft — below 1), 
Max. d.w.t. 3.0%. 
133° 2,160 200 Draft — below 17, 
158° 900 300 Draft — below is. 
162° 1,500 300 Draft — below ig. 
‘J 122° 3,280 300 Draft — below 1g, 
o 132° 3,430 300 Draft — below 14, 
ey 261° 4,770 300 Draft — below 133, 
© 262° 3,840 300 Draft — below ts. 
ot 150 3,000 
ae 160 3,000 
me] 200 2,000 
.4 230 5,000 
No. 5 240 5,000 


Ujina Lighthouse is at South of Ujina-islet Lat. 34°29) 
Long. 132° 27’ 55” E. 

Use anchor with caution as there are oyster beds in the area 
RESTRICTIONS: Depth of approach to berth about 10m. Pig 
available after sunset. 

MAX. SIZE: Wharf (Hiroshima Prefecture Public Berth) No. ‘» 
166 m., draft 9.7 m. (10,000 g.r.t. vessel). No. 2, length 166 m 

Gaibo-Ganpeki (wharf for ocean-going vessel) length 337 m » 
alongside about 10 m., max. draft acceptable 9.70 m. 
HEALTH: Usually vessels anchor at the quarantine anchorage 
the authorities board and grant Free Pratique. 

VHF: Port Radio Station on Channels 16, 11, 12 and 14. Cals 
“Hiroshima Port Radio”. 
TUGS: 21 Tugs, 2,400 h.p. — 3,600 h.p. Join vessel at quay 


anchorages. Tug’s lines used. 
BERTHING: 
Berth Length Depth Max.Displace 
, (m.) (m.) (tons) 
Gaibo Wharf No. 1 200 10.0 50,000 
Gaibo Wharf No. 2 150 10.0 21,000 
Gaibo Wharf No. 3 150 10.0 21,00 
Gaibo Wharf No. 4 230 10.0 28,000 
Gaibo Wharf No. 5 185 10.0 47,00 
Hatsukaichi 
Shonan Wharf 370 10.0 40,000 
Dolphin No. 1 240 12.0 58,00 
No. 2 185 10.0 40,000 
No. 3 200 10.0 40,000 
4 200 10.0 40,00 


No. ; 
CRANES: 6 floating cranes, 40 ton — 450 ton. 
2 container cranes (available at berth which is 260 m. long and’ 


depth). 
STEVEDORES: Working hours: 0830 — 2100 hrs. 
TIDES: Max. (spring tide) 3.9 m. Min. (neaps) 0.57 m. 

Rate of current at flood tide generally 0.25 knot to N.E.; 05" 
ebb tide to S.W. South area of Togeshima and Kannonsaki 02 
at flood to S.S.E., and 0.5 knot at ebb tide to N.N.W. 

FRESH WATER: By water barge (capacity: 330 tonnes ai 
Additional charges made for overtime i.e. after 1700 hrs., and 
holidays and Saturday afternoon. 

FUEL: Most grades of domestic and bonded oil available, deli 
barge. 

CONSULS: No consuls in Hiroshima. Nearest Osaka or Kobe! 
note of protest can be attested by local notary public. 
REPAIRS: All types of deck, electrical and engine repairs. 
DRY DOCKS: Largest dry dock Taibi Dry Dock, Mitsubishi-#® 
Works, length 154 m., breadth 22.00 m., 10,300 g.r.t. Kanawa 0 
and Ujina Dry Dock available for 3,500 g.r.t. and 1,500 g.r.t. resp 
AIRPORT: Hiroshima Airport, mainly domestic airlines ev) 
(0800 hrs. — 2000 hrs.) to Tokyo. 
POLICE/AMBULANCE/FIRE: Police (for emergency) 110; A™ 
119; Fire 119. 

TELEPHONE: No arrangements for placing telephones on do# 
SERVICES: Any navigational apparatus can be serviced 0 
Cargo holds cleaning services can also be carried out, but tank® 
and other services are to be arranged from Kobe. 
REGULATIONS: Many seaweed and oyster beds near ancit 
therefore oil pollution precautions strictly observed. 4 
AUTHORITY: Hiroshima Port and Harbour Promotion Bures” 
Ujina Kaigan 2-chome, Minami-ku, Hiroshima City. Tel: (082) 2 
AGENT: Sub-agents of Aall Barwil Agencies. 

Naigai Unyu Co. Ltd., Kaijo Building, 23-35, Ujina Kaigan, 
Minami-ku, Hiroshima City 734, Japan. Tel: (082) 254-2427 Te 
963 Naigai J. Fax: (082) 255-1042. Cables: Naigai Hiroshimé 
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Qian, 
Stay 1: 36.30 N. 140.37 E. (See Plan) 
adn gach 


gquuenTS, and all general information, refer to “Onahama’’. 
aGE: N 


aN Ste, lot compulsory. Pilot boards in approximate position 
Oran, aon 13” N., Long. 140° 39’ 11” E. (Quarantine Station). Pilot not 
woe Aig atter sunset. 
Qa SZE: Draft 8.50 m. limited by channel depth. 
at £: Radio Pratique available. 
Poste * + x 2,600 h.p. available. A 2,000 h.p. tug will be brought from 
ee i required. 
prin Max. 
: - Length Depth Draft Capacity Shore Cranes 
(m.) (m.) (m.) (d.w.t.) 
2m Der 
Bee | Senn 7 5.0 42 1,000 Nil 
Tm | "1B 121 Te: 6.8 5,000 Nil 
+ 1L 130 7.5 6.8 5,000 i Go 
nloader 
+. 0 185 10.0 8.5 15,000 2230 t.p.h. 
ibm | te 121 7.5 6.8 5,000 1250 tons 
5m iF 80 4.0 3.5 500 Nil 
) Pier 
’ a 130 fo) 6.3 5,000 Nil 
2B 165 9.0 8.5 10,000 Nil 
20 130 7.0 6.8 5,000 Nil 
14} 20 130 egtel 6.8 5,000 Nil 
2E 90 5.0 4.5 1,000 Nil 
2F 90 5.0 4.5 1,000 Nil 
4 Pier 
ms hare 70 50 864.2 1,000 Nil 
eng} = 4+C 130 To: 6.8 5,000 } Container Crane 
40 185 10.0 8.5 15,000 | 1x 30.5 tons 
dep} +E 240 12.0 10.9 30,000 Nil 
mate Berth 185 10.0 8.5 15,000 Nil 
Whe | Hitachi) 
«5 Pier 
simi} 5A 130 7.5 6.8 5,000 No cranes 
5B 185 10.0 8.5 15,000 Logs and 
5-C 185 10.0 8.5 15,000 Timber 


VEDORES: Working hours: 0815 — 1630 hrs., except Sundays. 
SH WATER: Available from shore. 
eme lL: Domestic oil is available; bonded oil will be brought from 
sohama, when required. 
) ®AIRS: Minor repairs can be undertaken. 
) ELOPMENTS: The Port of Hitachinaka is under construction a few 
) sto the South of Hitachi, and will become operational in 1998. On 
) moetion, there will be over 40 berths available with depth of 5.5 m. — 
) i)m. for vessels up to 130,000 d.w.t. 
WHORITY: Hitachi Port Administration Office, 3-21 Kuji-cho 1-chome, 
) | *xhi City, Ibaraki Pref. Tel: (0294) 52-4000. 
) teraki Prefecture Government, Department of Public Works, Ports 
) | * Harbours Division, 1-5-38 Sannomaru, Mito City, Ibaraki Pref., 
) | ea. Tel: 0292-24-8027. FAX: 0292-28-6870. 
) | GENT: Sub-agents of Aall Barwil Agencies. 
‘tachi Port Service Co. Ltd., Hitachi Port No. 4 Wharf Yamagawa, 
'75*| “ech Futo Butsuryucenter, 14-1, Minato-machi, Hitachi City, Ibaragi 
*¥ 319-12, Japan. Tel: (0294) 53-0313. Telex: 3645-543 Hihuto J. 
a (0296) 53-0340. Cables: Hitachips Hitachi Kujihama. 
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“= YSOSHIMA: 32.25 N. 131.41 E. 
red? 


(See Plan) 


CUMENTS: When vessel arrives direct from a foreign port, Customs 
Veg - obage board to search, the following documents are to be 
ed: 


do's Register. 
yg _-—-"Mational Tonnage Certificate. 
ye + age “Memo” (ports of call). 
die  28t Port Clearance. 
yb ‘Crew Lists, including Passport Numbers. 
*assenger Lists. 
viet | | Stores List. 
Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
a ~srigaat radio, firearms/swords, etc. (only at first port of call in 
2a Randa Agent will prepare Inward/Outward Declaration, 1 Cargo 
West and Cargo Manifest in transit using specific forms. Therefore 
rae "PS Agent should be provided with necessary information about details 
mo S in advance. 
a8 AGE: Not compulsory. Telegraphic address of pilot station “Pilot 
1 me .48 and 24 hours’ advance notice of ETA required, and any 
ne, In ETA. Pilot boards at Hososhima Quarantine Anchorage 
mM | yc", Hosohima Lighthouse N.E. 1 mile off, position Lat. 
6 en 50"N., Long. 131° 41’ 53” E. 
tuodine nn; Refer to Japanese Chart No. 1223 (Ozue-wan and 
STRICTIONS: Strictly no entry or departure after sunset. 
fee Max. permissible LOA 170 m., draft 31 ft. 10 in. (9.7 m.) 
Can 7 At first port of call in Japan, vessel must obtain Free Pratique. 
\ ntine Officers will attend vessel only from daylight to sunset and 


ar o show all Vaccination Cards, Derat Exemption Certificate. In 
~ “ea arrives from cholera-infected area within 10 days, Master 
Q 's@ crew and passengers’ health condition to respective 


4. 
Pra Office through ship's Agent prior to arrival and close all soil 


ore entering port. 


JAPAN 


RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which cover all ports in Japan. If 
specifically Westbound vessel to contact Choshi and Northbound to 
contact Nagasaki Radio respectively. 

TUGS: Tugs normally join vessel in position Lat. 32° 26.5'N., 
Long. 131° 39.5’ E. Tugs lines to be used. 2 tugs, 12,900 h.p. and 


12,700 h.p. 
BERTHING: 
Berth Max. 
Wharf Length Draft Cranes 
. (m.) — (m,) 
Industrial Port 
No. 1 175 9.50 1x8ton 
No. 2 196 9.30 
No. 3 100 5.00 
No. 4 180 5.00 
No. 5 130 7.00 
No. 6 185 9.70 
Shirahama Port 
No. 8 90 5.50 
No. 9 260 7.00 
No.10 185 9.70 
Hyuga Refinery’s Wharf 
260 9.90 2x18 ton 
Sugar Plant Wharf (Dolphin) 150 9.30 
Commercial Port 
No. 1 230 5.80 
No. 2 250 6.80 


STEVEDORES: At least 24 hours’ prior notice excluding Sundays and 

holidays required in order for Agent to arrange stevedores. Vessel must 

constantly keep her Agent advised of ETA. If stevedores cannot 

commence loading/unloading at time notified by the Agent, the orderers 

must pay for waiting time. If cargo gear not rigged on berthing, 

stevedores will do same for ship's crew at additional cost. Overtime 

surcharges 1630 — 2130 hrs. (60%) additional of basic stevedorage; 

2130-0500 hrs. next morning 130% additional; Sundays/holidays 100% 

additional. 

MEDICAL: No advance notice required unless urgent. 

DENSITY: Average 1025 in Winter, 1020 in Summer, subject to weather 

and tide current. 

FRESH WATER: Available from dock, 20/30 t.p.h. 

FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 

Osaka Bay and Kanmon Port. At all other ports, bunkers will be lightered 

from the nearest stock ports at maximum 7 days’ prior notice. 

pase htc No local representatives. Notary Public available for Noting 
rotest. 

REPAIRS: No facilities. 

GANGWAY/DECK WATCHMEN: Not specially 

passengers or valuable cargo on board. 

OPENING/CLOSING HATCHES: Stevedores carry out opening and 

closing hatches. If any time lost by ship's crew doing this work, 

stevedores charge ship for waiting. Recommend request stevedores for 

this work unless crew can complete it before berthing. 

CERTIFICATES: Ship's Register to show Customs Inspector ship's 

registered gross and net tonnages. Valid Cargo Gear Certificates 

sometimes required by stevedores when cargo gear'’s maintenance 

appears to be poor. 

CUSTOMS ALLOWANCES: Only allowed 60 cigarettes to take ashore, 

but no spirits. 

REPATRIATION: Possible. 

AIRPORT: Nearest, Miyazaki Airport about 2 hours drive from 

Hososhima. JAL and ANA lines. 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 

POLICE/AMBULANCE/FIRE: Police 110; Ambulance 119; Fire 119. 

Public telephone booth available near by the berth. 

TELEPHONES: No facilities for placing telephones on board. 

SHORE LEAVE: Local Immigration Officers issue shore pass valid for 

15 days when Hososhima is first port of call in Japan. Extension possible 

if ship stays longer. 

AUTHORITY: Hososhima Port Administration Office, No. 17371-2 

Shinkai, Hichiya, Hyuga City, Miyazaki Pref., Kyushu, Japan. Tel: 09825- 

2-5366. Cables: Port Authority Hyuga. Contact: Mr. Ogata. 

AGENT: Sub-agents of Aall Barwil Agencies. 

Green Shipping Ltd., c/o Hakko Unyu Co. Ltd., 731 Kaigan-dori, 
Hososhima, Hyuga City, Miyazaki Pref., 883 Japan. Tel: (0982) 52- 
2185. Telex: 776-677 Hakkoi J. Fax: (0982) 53-6755. Cables: Hakko 
Hososhima. 


required unless 


IHO: 34.45 N. 134.46 E. 


NO VESSELS CALLING AT THE PRESENT TIME — FACILITIES NOT 
IN USE SINCE 1973. 
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Dat 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng, 


IMABARI (Imahuru): 34.04 N. 133.00 E. (incl. Mategata). 
(See Plan) 


DOCUMENTS: 

Ship's Register. 

International Tonnage Certificate. 

Last Port Clearance. 

5 Crew Lists, including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

3 Voyage “Memo”. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship’s Agent will prepare Inward/Outward Declaration, 1 Cargo 

Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship's Agent should be provided with necessary information about details 
of cargoes in advance. 
PILOTAGE: Inland Sea pilotage should preferably be arranged through 
Agent giving 72 hours notice. Urgent correction of ETA outside business 
hours should be cabled direct to pilot station. Inland Sea Pilot 
Association covers all Inland Sea ports. Pilotage compulsory for vessel 
over 10,000 g.r.t. Pilots obtained from 1 of 3 pilot stations dependent 
upon vessels last port of departure and at Master's discretion. Pilotage 
available throughout 24 hours and 72 hours advance notice preferred, 
thereafter advising any alterations. Most Inland Sea Pilots also act as 
Harbour Pilots up to berth or anchorage at destination. 

Note: VHF communication available with Inland Sea Pilot Stations. 
Also see “Shipmaster’s Report” before first port. 

1. Wadamisaki, at entrance to Kobe (vessels transitting Kii Straits) 
Position Lat. 34°35’ N., Long. 135° 08’ 24” E. Telegraphic address 
“Anjin Kobe”. 

2. Sekisaki, 3 miles South of Sekisaki Lighthouse. (Vessels transitting 
Bungo Channel), Position Lat. 33°13'N., Long. 131° 55’ 38” E. 
Telegraphic address “Anjin Saganoseki’. In event bad weather, 
recommended vessels proceed for shelter as near as possible having 
due regard to safety, to Sekisaki Pilot Station. 

3. Hesaki, at East side of Kanmon (Shimonoseki) Straits. Position 
Lat. 33° 57’ N., Long. 131° 03’ E. 

MAX. SIZE: See ‘'Berthing”. 

ANCHORAGE: Anchorage outside breakwater, sufficient water, but on 
account fast current deemed not safe anchorage. Anchorage inside 
breakwater generally shallow, and sea area narrow for large vessels. 
RESTRICTIONS: No entry after dark. 

HEALTH: Vessel should obtain Pratique at Matsuyama or any other 
Quarantine port. Quarantine Officers will attend vessel only from daylight 
to sunset and Master to show all Vaccination Cards and Derat Exemption 
Certificate. In case vessel arrives from cholera-infected area within 10 
days, Master must advise crew and passengers’ health condition to 
respective Quarantine Office through ship's Agent prior to arrival and 
close all soil pipes before entering port. 

RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which cover all ports in Japan. If 
specifically Westbound vessel, to contact Choshi, and Northbound to 
contact Nagasaki Radio respectively. 

TUGS: 6 tugs available, 1,050 h.p. — 4,000 h.p. Kurashiki Wharf: 
Join vessel at sea anchorage, using tug’s line with charge. 
BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship's Agent mainly by radio. Also see “Max. Size”. 

Kurashiki Wharf: 


Section Length Depth Max. Draft 
(m.) (m.) (m.) 
1 165 9.0 8.10 
2 140 res) 6.75 
3 180 ads) 
4 270 5.5 


Toryu Whart: 

1 180 
CRANES: Floating crane available from Kure. 
STEVEDORES: At least 24 hours prior notice excluding Sundays and 
holidays required in order for Agent to arrange stevedores. Vessel must 
constantly keep her Agent advised of ETA. If stevedores cannot 
commence loading/unloading at time notified by the Agent, the orderers 
must pay for waiting time. If cargo gear not rigged on berthing, 
stevedores will do same for ship's crew at additional cost. Overtime 
surcharges (0700 hrs. — 0830 hrs., 1630 hrs. — 2130 hrs.) 60% additional 
of basic stevedorage; 2130 hrs. — 0700hrs. next morning 120% 
additional; Sundays/holidays 100% additional. 
MEDICAL: No advance notice required unless urgent. 
DENSITY: Temposan Wharf 1015. 
FRESH WATER: Fresh water available by barge from Onomichi. 
FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 
Osaka Bay and Kanmon Port. At all other ports bunkers will be lightered 
from the nearest bunker stock ports at maximum 7 days prior notice. 
CONSULS: See “Kobe”. 
REPAIRS: Only minor repairs. 
DRY DOCKS: Imabari Ship Building Co.Ltd.: 


No. 1 Shipway 1 16,800 g.r.t. 

No. 1 Dry dock 153,000 g.r.t. 

No. 2 Dry dock 180,000 g.r.t. 
Hashihama Dockyard Co.Ltd.: 

No. 1 Dry dock 2,800 g.r.t. 

No. 2 Dry dock 6,200 g.r.t. 

No. 3 Dry dock 3,300 g.r.t. 
Oshima Works 20,000 g.r.t. 


There are also some small dockyards. 
OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches. If any time lost by ship's crew doing this work, 
stevedores charge ship for waiting. Recommend request stevedores for 
this work unless crew can complete it before berthing. 
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GANGWAY/DECK WATCHMEN: Not required 
passengers or valuable cargo on board. 4 
CERTIFICATES: Ship's Register and/or Internationa) 
Certificate to show Customs Inspector ship's registered gross be 
tonnages. Valid Cargo Gear Certificates sometimes requ 
stevedores when cargo gear’s maintenance appears to be Poor 
CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take 
but no spirits. 4 
REPATRIATION: Possible. Immigration Office at Niihama. 
AIRPORT: No airport. Nearest airports are Matsuyama and Talay 
where are All Nippon Airways. 
TIME: GMT plus 9 hours. No alterations made to clocks during 
POMS SMSULARCEEME: Police Tel. 110; Ambulance jig; 
119. 
TELEPHONES: No facilities for placing telephones on board. 
SERVICES: None. 
SHORE LEAVE: Local Immigration Offices issue shore pass Vai) 
only 7 days, but 7 days extension possible if ship stays longer 
AUTHORITY: Imabari Port Administration Office, 2 Katahar. 
1-chome, Imabari City, Ehime, Pref. Te/: (0898) 22-4120. y 
AGENT: Sub-agents of Aall Barwil Agencies. 

Morizane Transportation Co. Ltd., 2-13, Sobiraki-cho, Niihams» 
Ehime Pref. 792, Japan. Tel: (0897) 32-6119. Telex: 5844-711 yp. 
Fax: (0897) 32-3322. Cables: Morizane Niihama. 
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IMARI: 33.18 N. 129.49 E. 
(A) IMARI 
(B) LPG TANKERS 


(A) IMARI 


DOCUMENTS: When vessel arrives direct from a foreign port, Cus 
Officials will board to search, and the following documents are 
submitted: 

Ship’s Register. 

International Tonnage Certificate. 

Voyage Memo (ports of call). 

4 Crew Lists, including Passport numbers. 

3 Passenger Lists. 

1 Last Port Clearance. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits cay 

wrist-watch, radio, firearms/swords, etc. (only at first portol@ | 

Japan). 

Ship's Agents will prepare Inward/Outward Declaration, & 
Manifest and Cargo Manifest in Transit, using specific forms. Thee | 
ship's Agents should be provided with necessary information & 

s 
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details of cargoes in advance. 

PILOTAGE: There are 2 Pilot Stations. One is for Bay Pilot bot 
Lat. 33° 26.4’ N., Long. 129° 42.7’ E., and the other is for Harbou? 
boarding at Quarantine Station at Lat. 33°20 
Long. 129° 48.74’ E. (from Uranosaki Light 93° x 1,630 m.). Bothy 
available to board any time if the Master requires, through Agent’ 
pilot not compulsory. Pilot uses tug as pilot boat, so the Masie’ 
contact tug by VHF Channel 16 in daytime, except Sundays/holt 
ANCHORAGE: No restrictions, except dangerous cargo ships an® 
Depth of inner harbour anchorage is about 10 m. — 17 m. 
RESTRICTIONS: No restrictions on entry/departure, available 0a)’ 
night. 

MAX. SIZE: LOA 248.50m., beam 43.00 m., d.w.t. 88,308 
Minimum under-keel clearance 10% of draft required (See “Bert 
HEALTH: Formalities will be carried out at anchorage. Quai? 
Station is 096° x 1,300 m. (200 m. circle) from Uranosaki Lighte 
in position Lat. 33° 20’ 06” N., Long. 129° 48’ 32” E. 

RADIO: Recommended Master communicates with Agent i 
Nagasaki Radio. 

VHF: No port radio. 

TUGS: 3 tugs available, 23,000 h.p. and 13,100 h.p. Addition? 
available from Sasebo and Nagasaki. 

BERTHING: 


Name of Berth Length Max. Draft 
(m.) (m.) 
Buoy No. 1 9.0 : 
Buoy No. 2 9.9 
Buoy No. 3 VEZ. ) 
Kubara North Pier No. 2 130 6.8 ) 
No. 3 185 9.0 : 
Kubara South Pier No. 1 270 5.0 
No. 2 260 6.8 | 
No. 3 370 9.0 


CRANES: Mobile cranes available if required. 

BULK CARGO FACILITIES: None. ‘ 
SPECIAL CARGO HANDLING FACILITIES: See ‘Section 8 
BRIDGES: None. ‘ 
STEVEDORES: 2 gangs for general cargoes and/or 10 gangs ® 
available. 

MEDICAL: Notice not necessary, full hospital facilities availabe 
DENSITY: 1025 salt, generally at all tides. ‘ 
FRESH WATER: Available 24 hours a day at 50 t.p.h. from sho® 
Cost Yen 700/ton. ' 
FUEL: Domestic oil is available. Bonded oil will be brought fo" 
Oita or Tokuyama area with sufficient notice, when required. 
FIRE PRECAUTIONS: None, except LPG tankers (See “Sect” 
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§; No jocal representatives. 
were: The shipyard is capable of carrying out all kinds of fitting-out 


gat work. 
m p0CKS: One dry dock of 460 m. length and 70 m. width (New 


) 
HORS: Available for cargo and class survey (NK, BV, RL, NV, 


© waYIDECK WATCHMEN: Not specifically required unless 
vs or valuable cargo on board. 

Sana CLOSING HATCHES: Hatch operation by crew. 

“anFiCATES: Ship's Register to show Customs Inspector ship's 

“seed gross and nett tonnages. Valid cargo gear certificate 

“ames required by stevedores when cargo gear maintenance 


“ars t0 be POOT. 
s10MS ALLOWANCE: Only allowed 60 cigarettes to take ashore, 
9 spirits. 
TRIATION: Facilities exist for repatriation of crew. 
aT: Fukuoka Airport 80 km. from Imari. Served by domestic and 
ees airlines. ; : 
GMT plus 9 hours. No alterations made to clocks during year. 
yS: January 1st — 3rd; August 15th — 16th. 
£/AMBULANCE/FIRE: Police 110; Ambulance and Fire 119. 
GENCY CO-ORDINATION CENTRE: VHF Channel 16 call “Moji 
apr. Tel 0955-73-4999. 24 hours service. 
@EPHONES: Not available. 
ICES: Almost all services available. 
wxS: The Bank of Saga Ltd., Imari Branch Office. Tel: 0955-23-3111. 
» 0955-22-5908. ; ; 
RING: Vessels can store by barge, truck and forklift at any time, 
eet LPG tankers. 
w SUPPLIERS: Provisions: Sasebo Trading Co.Ltd. Tel: 0956-32- 
») Fax: 0956-33-4868. 
wisuda Shintoh Trading Co.Ltd. Tel: 0956-22-7220. Fax: 0956-22- 
oid 
ORE LEAVE: Local Immigration Offices issue shore passes valid for 
» ‘5 days when Imari is first port of call in Japan. Extension possible 
op stays longer. 
SGULATIONS: Normal port regulations. 
SVELOPMENTS: Dredging inner harbour to 10 m. One grain berth 


tp depth and 400 m. length is under construction, and will be 


soleted in 1995. 


‘ENT: Sub-agents of Aall Barwil Agencies. 

geen Shipping Ltd., Moji, c/o Nagai Shokai Co.Ltd., 58-2, Shiohama 
» Fukushima Machi, Kita-Matsuura gun, Nagasaki Pref., 
41 Japan.Tel: 0955-47-3463. Telex: 7479-33 Nagai J. 
9 0955-47-2221. Cables: Nagai Fukushima. 


31PG TANKERS 


ATION: Kyushu LPG Fukushima Terminal Co.Ltd. (Lat. 33° 29’ N., 
wm. 129° 40’ E.). 

NCUMENTS: When vessel arrives direct from a foreign port, Customs 
: will board to search, and the following documents are to be 
simitted: 

Sip’s Register. 

‘emational Tonnage Certificate. 

‘oyage Memo (ports of call). 

‘Crew Lists, including Passport numbers. 

iPassenger Lists. 

‘last Port Clearance. 

‘Stores List. 

‘Declaration of Crew's Baggage, i.e. tobacco, wine/spirits camera, 
eel radio, firearms/swords, etc. (only at first port of call in 
Japan). 

p's Agents will prepare Inward/Outward Declaration, Cargo 
‘lest and Cargo Manifest in Transit, using specific forms. Therefore 
"ss Agents should be provided with necessary information about 
"2s of cargoes in advance. 

\OTAGE: There are 2 Pilot Stations. One is for Bay Pilot boarding 
433° 26.4’ N., Long. 129° 42.7’ E.), and the other is for Harbour Pilot 
Sing (Lat. 33° 29”N., Long. 129° 40’ E.). Both pilots available to 
“any time if the Master requires, through Agent, and pilot is 
™pulsory. Pilot uses tug as pilot boat, so the Master can contact tug 
iy “+d ee 16 in daytime, except Sundays/holidays. Boat’s name 
» /ezura Maru”. 

NHORAGE: Same as Pilot Station (Lat. 33°29'N., 
9-129 40’ E.). Depth of inner harbour anchorage is about 10 m. — 


“STRICTIONS: Entry is allowed after sunrise to 4 hours before sunset. 
So see Berthing”’. 

Rie: Max. draft 14.0 m. Max. d.w.t. 70,000 tons. 

pay TH: No restrictions except Quarantine. If the vessel has a valid 

om Certificate, Radio Pratique available. If no valid Sanitary 

eh fin oll Quarantine Inspection will be carried out at Terminal 
i erthing. 

*40 : Recommended Master communicates with Agent through 

ny eae Radio. No radio station so if vessel equipped with telex, send 

wets Office (Telex: 7479-33 Nagai J). 


ae approaching the port, contact pilot boat ‘““Mezura Maru” on 


ADAR: No 
Nes: ai radar at port. 


ry Ugs available, 33,000 h.p. 3 tugs required for berthing, and 
a quired for unberthing. 

oy STING: Vessel may berth either side alongside, although Terminal 
dda e alongside. Local regulations prohibit the commencement 
m5 0 @ging after sunset. Normal mooring configuration is 3,3,2, with 
erp! Quick release hooks. Mooring boats in attendance. A shore 
eM aHay Is provided. 


JAPAN 


The following restrictions apply to berthing: 

1. Max. wind force allowed: Less than 10 m./sec. 

2. Max. wave height allowed: Less than 1.0 m. 

3. Visibility allowed: Over 1.0 sea miles. 

4. Max. docking speed allowed: Less than 10 cm./sec. 

5. Max. docking angle allowed: Less than 6°. 

6. When coming alongside berth, the ship's manifold to be used shall 
be clearly marked with “Flag N", so as to be easily distinguished 
by the Terminal Berthing Master on the jetty. 

CARGO HANDLING FACILITIES: 


Propane Propane Butane Butane 

‘g (L) (V) (L) (V) 
Receiving Capacity (cm./hr.) 2,000 2,700 2,000 2,300 
Max. Pressure (kg./sq.m.) 10 10 10 10 
Allowable Temp. (C) —45 —45 —10 —10 
Hose Flange Size (in.) 12 10 12 10 


Note: Unloading cargo operation of Propane and Butane shall be carried 
out at the same time. 
Shore arms arrangement: If berthing port side to, from bow BV-BL- 
PL-PV. 
BRIDGES: None. 
MEDICAL: Notice not necessary, but advisable if treatment required. 
Full hospital facilities available, also cholera vaccinations. 
DENSITY: 1025 salt, generally at all tides. 
FRESH WATER: Available from the berth, but minimum of 7 days notice 
is required for this service. Tank capacity 350 cu.m., supply rate 
19 cu.m./hr. 
FUEL: Domestic oil is available. Bonded oil will be brought from Moji, 
Oita or Tokuyama area with sufficient notice, when required. Must be 
taken at anchorage. 
FIRE PRECAUTIONS: In operation. 
CONSULS: No local representatives. 
REPAIRS: The shipyard is capable of carrying out all kinds of fitting-out 
and repair work. 
DRY DOCKS: One dry dock of 460 m. length and 70 m. width (New 
building only). 
SURVEYORS: Available for cargo and class survey (NK, BV, RL, NV, 
etc.) from Moji or Nagasaki. 
GANGWAY/DECK WATCHMEN: Whilst alongside at the Terminal 
berth, a responsible member of crew shall be stationed at the ship's 
gangway to advise visitors on safety regulations and to check visitors 
and crew members. 
CERTIFICATES: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. 
CUSTOMS ALLOWANCE: Only allowed 60 cigarettes to take ashore, 
but no spirits. 
REPATRIATION: Facilities exist for repatriation of crew. 
AIRPORT: Fukuoka Airport 80 km. from Imari. Served by domestic and 
overseas airlines. 
TIME: GMT plus 9 hours. No alterations made to clocks during year. 
HOLIDAYS: Unloading cargo operations will be carried out every day. 
POLICE/AMBULANCE/FIRE: Police 110; Ambulance and Fire 119. 
EMERGENCY CO-ORDINATION CENTRE: VHF Channel 16, call “Moji 
Hoan”. Tel: 0955-73-4321, 24 hours service. 
TELEPHONES: Not available. 
SERVICES: Most services available. 
BANKS: The Bank of Saga Ltd., Imari Branch Office. Tel: 0955-23-3111. 
Fax: 0955-22-5908. 
STORING: Stores shall be loaded before unloading from a barge. 
SHIP SUPPLIERS: Provisions: Sasebo Trading Co.Ltd. Tel: 0956-32- 
1211. Fax: 0956-33-4868. 
Matsuda Shintoh Trading Co.Ltd. Tel: 0956-22-7220. Fax: 0956-22- 
7225. 
SHORE LEAVE: Local Immigration Offices issue shore passes valid for 
only 15 days when Imari is first port of call in Japan. Extension possible 
if ship stays longer. 
REGULATIONS: Cargo handling operations shall be stopped and the 
vessel shall be shifted to safe anchorage under such conditions as 
follows: 
. When Harbour Master or Maritime Safety Agencies give order. 
. Wind force is forecast to increase to more than 15 m./sec. 
. Wave height is forecast to be more than 1.0 m. 
. Visibility is less than 200 m. 
. Thunderstorm is forecast and approaching. 
. When LPG vapour accumulation is present on the deck. 
When a fire occurs either on the vessel or in the vicinity. 
. When warning of approaching tidal wave is received. 
Smoking shall be prohibited onboard when Chicksan arms are being 
connected or disconnected. 
Fire wires shall always be lowered to sea level over the off-side bow 
and quarter to enable tugs to connect up rapidly in an emergency. 
Lubricant pressure of stern tube shall be maintained lower than sea 
water pressure. 
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SHIPMASTER'S REPORT: November 1984. 

Location: The terminal is a fairly new facility situated deep within Imari 
Bay on the N.W. coast of Kyushu — some 12 miles or so North of Sasebo. 
It is owned by Kyushu L.P.G. Fukushima Terminal Company Limited 
and was built in August 1982. 

itis used solely for LPG discharge and there is a coastal tanker loading 

berth immediately adjacent. 
Approaches: BA. 1527 is the only British chart to cover the area from 
the South and is barely adequate. Japanese Charts 166 and 1256 will 
give a better indication of the geography of the bay and immediate 
approaches. 

On this occasion we arrived from the Arabian Gulf and chose to 
approach to the East of the Goto Retto, through Aizaki Seto and thence 
North to pass between Azuchi O Shima and Taku Shima, i.e. through 
Oshima Seto. 
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Navigation presents no problem with the high land providing excellent 
radar returns. Because of the strong tidal streams it will be necessary 
to time the passage of Aizaki Seto on the flood; if this cannot be managed 
then passage through to the East of Eno Shima is recommended. 

There are the usual huge concentrations of fishing vessels in the area 
and, on arrival, the Pilot advised strongly against attempting another 
passage of Oshima Seto. (We had transited on a Sunday morning and 
the passage was entirely clear. On departure, however, it was thick with 
fishing vessels). A passage to the North of Azuchi O Shima is therefore 
recommended. 

From Safety Regulations: 

(i) Master should proceed carefully in Imari Bay to prevent grounding 
in shallow water (from Aoshima S.E. 1.3 miles, depth 12.4 m. — 
13.8 m., Nohtori Asase depth 15.5 m.). 

Under keel clearance shall be kept to more than 10% of maximum 

ship's draft. 

Entering bay is prohibited under the following conditions: 

1. Wind force is forecasted to increase to more than 10 m./sec. 

2. Wave height is forecasted to be more than 1.0 m. 

3. Visibility is forecasted to decrease to less than 1.0 mile. 

Boil-off gas blowing is prohibited in Imari Bay. 

Master shall be requested to proceed through Imari Bay during 

period from sunrise to sunset. 

(vi) Master will be requested to keep ship's speed less than 8 knots 
while proceeding in Imari Bay. 

(vii) The vessel should keep a good lookout by radar and sight. 


Pilotage: Pilot compulsory for LPG tankers over 10,000 gross tons. The 
pilot boarding position is 33° 29’ N., 129° 40’ E., although this is not 
marked on the BA charts. The Pilot boarded from a tug and required 
the pilot ladder 2.0 m. from the water. Boarding daytime only. The vessel 
is then escorted to her berth by 2 or 3 tugs, one of which stations itself 
over a shoal (12.0 m.) patch within the bay as a marker. There is a 
4 knot speed restriction in this area. Pilot guarded Channel 16 and 
worked Channel 6 VHF. 

Length of pilotage about 1.5 hours to quarantine anchorage and 
thence to berth. 


Restrictions: See “Approaches” and ‘Berthing’’. 
Max. Size: 70,000 d.w.t., max. draft 15.5 m. 


Health: \f the vessel has a valid Sanitary Certificate the quarantine 
anchorage may be dispensed with and the vessel will be cleared 
alongside. 


VHF: See ‘Pilotage”’. 
Tugs: See “Pilotage”’. 


Berthing: Vessels may berth either side alongside although they prefer 
to berth port side to, presumably to save time on arrival. Local regulations 
prohibit the connection of cargo lines after sunset. 

Normal mooring configuration of 3, 3, 2, with lines on quick release 
hooks. Mooring boats in attendance. 

A shore gangway is provided, length 15 m., extension ability 5 m. — 
9 m., Can operate to 33° above horizontal and to 17° below horizontal. 

The following restrictions apply to berthing: 

1. Max. wind force allowed: less than 10 m./sec. 

2. Max. wave height allowed: less than 1.0 m. 

3. Visibility allowed: over 1.0 sea mile. 

4. Max. docking speed allowed: less than 10 cm./sec. 

5. Max. docking angle allowed: less than 6°. 

From Safety Regulations: 

Should be port side alongside in principle. 

Should use tugboat for berthing and unberthing. 

Should keep berthing speed less than 10 cm./sec., berthing angle 
less than 6°. 

Should use line boat for berthing. 

When coming alongside berth, the ship's manifold to be used 
shall be clearly marked with “Flag N" so as to be easily 
distinguished by the Terminal Berth Master on the jetty. 

6. Should be careful not to damage the berth facilities. 
Discharging: Normal cargo survey procedure. However, the shore carry 
out their own determination of cargo S.G. and will use this figure for 
their own calculations. 

Normal Japanese Safety Inspections and procedures. There is 
supposed to be a 4 hourly safety check throughout discharge. 

The discharge presented no problems with a rate of 1,200 t.p.h. being 
achieved with 4 pumps. 

A back pressure of 3.0 bar was stipulated but we worked constantly 
at about 3.2 bar without any complaint, tonnage rate apparently being 
their main consideration at the time. 

Chicksans are purged with Nitrogen on completion. 

Cargo Operation Specifications: 


(ii) 
(iii) 


(iv) 
(v) 


os Ons 


Propane Propane Butane Butane 
f (Lig) (Vap.) — (Lig.)_— (Vap.) 
Receiving capacity (cu.m./hr.) 2,000 2,700 2,000 2,300 
Allowable max. pressure 
kg./sq.m. 10 10 10 10 
Allowable temperature (°C) —45 —45 —10 —10 
Hose flange size from All 150 ASA 
shoreside (inches) 12 10 12 10 


Remarks: Unloading cargo operation of Propane and Butane shall be 
carried out at the same time. 
Chicksan Arm Arrangements: From left to right looking shoreward: 
Propane vapour, Propane liquid, Butane liquid and Butane vapour. 
This being the usual Japanese configuration of V.L.L.V. with dedicated 
ines. 
Shore Vapour Blower Capacity: 


Propane: Max. pressure 2,400 mm. Aq. 
Max. quantity 5 t.p.h. 
Butane: Max. pressure 2,400 mm. Aq. 
Max. quantity 5.8 t.p.h. 
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Shore Tank details: 
for Propane: Tank capacity 40,000 tons x2 
Tank pressure 0.15 kg./sq.cm. 
Tank temperature —45°C 
Tank capacity 40,000 tons x2 
Tank pressure 0.15 kg./sq.cm. 
Tank temperature —10°C 


for Butane: 


Nitrogen Supply: 
Tank capacity: 
Supply rate: 
Flange size: 1.0 in. 

Flare capacity: 3,500 cu.m./hr. x1 

Communications: Communication is by means of a telephone 

on board in the CCR. Level of English rather poor and an hon 

invariably in attendance to assist. 

Ship's Tel. No.: 380. 

Shore Cargo Control Room Tel. Nos.: 350, 351, 352. 
Fresh Water: Available from the berth but a minimum of 7 days’ ng 
was quoted for this service. 

Tank capacity 350 cu.m, supply rate 17.5 cu.m./hr., Hose flange sized 

Water may also be taken by barge (prohibited Curing 
operations). 

Fuel: Available by barge and must be taken at anchor. 

Repairs: The main engines and other equipment for ship's manos». 

shall be in an operable condition and in a state of immediate reas, 

while alongside the berth. 

There are a number of contractors available for minor repair , 
the usual restrictions on hot work and the movement of large » 
objects. There is a large shipyard within the area which » 
presumably handle emergency repairs. 

Surveyors: Nearest Lloyd's Surveyors are at Nagasaki and Moj 

Gangway/Deck Watchmen: Whilst alongside at the terminal te 

responsible member of crew shall be stationed at the ship's gang 

to advise visitors of safety regulations and to check visitors and» 
members. 

Storing: Stores may be loaded from the quay but not whilst wo 

cargo. 

Shore Leave: Ship's crew and visitors shall take the route throug 

terminal shown on the map in the terminal information booklet. 

Ship's crew should carry Landing Permit which is issued by Japay 
Immigration Officer. 

No smoking shall be allowed in the terminal. 

When taking photographs of the terminal, permission shou 
obtained from the Terminal Representative. 

Regulations: Following are extracts from the Terminal % 

Regulations. 

argo handling operation shall be stopped and the vessel ste 
shifted to a safe anchorage under such conditions as follows: 

1. When Harbour Master or Maritime Safety Agencies orders 
Master to shift vessel. 

Wind force is forecasted to increase to more than 15 m.s% 

Wave height is forecasted to be more than 1.0 m. 

Visibility is poor (less than 200 m.). 

Thunderstorm is forecasted to be approaching. 

When LPG vapour accumulation is present on the deck. 

When a fire occurs either on the vessel or in the vicinity. 

. When warning of approaching tidal wave is received. 

Smoking shall be prohibited onboard when Chicksan arms are ® 
connected or disconnected. 

Fire wires shall always be lowered to sea level over the off-side! 
and quarter to enable tugs to connect up rapidly in an emergent 

Lubricant pressure of stern tube shall be maintained lower that’ 
water pressure. 


27 cu.m. (in liquid) 
3,000 cu.m./hr. 


ONOARON 


AUTHORITY: Japan Maritime Safety Agencies, Imari Branch & 
2976-31, Kubara, Yamashiro cho, Imari City, Saga * 
Japan.Te/: (0955) 28-3388. 


AGENT: Sub-agents of Aall Barwil Agencies. 

Green Shipping Ltd., Moji, c/o Nagai Shokai Co.Ltd., 58-2, Shi’ 
Men, Fukushima Machi, Kita-Matsuura gun, Nagasaki Pret. § 
41 Japan. Tel: 0955-47-3463. Telex: 7479-33 Nagai J. Fax: 09 
2221. Cables: Nagai Fukushima. 


INNOSHIMA: 34.17 N. 133.11 E. (See Pe 
DOCUMENTS: 

Ship’s Register. 

Last Port Clearance. 

3 Crew Lists, including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 copy Voyage Memo (last 3 months). 

1 Declaration of Crew's Baggage, i.e. tobacco, wine spirits, 
wrist-watch, radio, firearms/swords etc. (only at first pot o# 
Japan). oe 

Ship's Agents will prepare Inward/Outward Declaration, | 

Manifest and Cargo Manifest in Transit using specific forms. yt 
ship's Agent should be provided with necessary information abou! 
of cargoes in advance. 
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oAGE: inland Sea Pilotage should preferably be arranged through 
m* cable via Nagasaki Radio giving 72 hours’ notice. Urgent 
¥ “0h of ETA outside business hours should be cabled direct to pilot 
 nand Sea Pilot Association covers all Inland Sea ports. Pilotage 
a ory for vessels over 10,000 g.r.t. Pilots obtained from one of 
sot stations dependent upon vessel's last port of departure and 
ys discretion. Pilotage available throughout 24 hours and 72 
(™ savance notice preferred, thereafter advising any alterations. 
“nand Sea Pilots also act as Harbour Pilots up to berth or 
© oe at destination. 
oe VHF communication with Inland Sea pilot stations. Also see 
® ster’s Report” before first port. 
~omisaki, at entrance to Kobe (vessels transitting Kii Straits) 


| Lat. 34° 34.09'N., Long. 135°11'E. Telegraphic address 


Kobe’. jhe de 
Saki 3 miles South of Sekisaki Lighthouse (vessels transitting 


yo Channel). Position Lat. 33° 13’ N., Long. 131° 54’ E. Telegraphic 
y Anjin Moji”. In event bad weather, recommended vessels 
for shelter as near as possible, having due regard to safety, to 
| Pilot Station. 
Pilot boards at Mutsure (Lat. 33°58’ 15"N., Long. 
933 43" E.) for passing Shimonoseki Strait to Hesaki where Pilot 
sxe changed to Inland Sea Pilot. ; : j ; 
wsaki, at East side of Kanmon (Shimonoseki) Straits. Position 
49°56’ 24” N., Long. 131° 03’ 12” E. 
WHORAGE: No. 1, 14 m. deep, 1.4 miles off Hyakkan Island 180°. 
«29m. deep, 1.5 miles off Hyakkan Island 290°. 
sTRICTIONS: In general, mooring/unmooring and/or dry-docking in- 
eeut carried out in daytime only. 


SIZE: 
& Draft 


x 7m. 


Length Breadth 
for mooring only 320m. x 50m. 
» vax. draft for entering port: 9 m. 
‘Vax. draft for mooring: 5 m. — 7 m. according to quay. 
ventis N.E. at high tide, and S.W. at low tide at max. 2.5 knots. 
4ALTH: In event vessel proceeding Innoshima direct from foreign port, 
«sito receive Pratique at Quarantine Anchorage Kobe or Hososhima 


4» 3225'50"N., Long. 131° 41'53”"E.) or Matsuyama (Lat. 
#s00"N., Long. 132°41' 00" E.) or Mutsure (Lat. 33°59’ N., 
mo. 130° 53’ E.). 


‘frst port of call in Japan, vessel must obtain Free Pratique. 
wantine Officers will attend vessel only from daylight to sunset and 
wer to show all Vaccination cards, Derat Exemption Certificate. In 
eyessel arrives from cholera-infected area within 10 days, Master 
w advise crew and passengers’ health condition to respective 
jwantine Office through ship's Agent prior to arrival and close all soil 
msbefore entering port. 
4010: Recommended Master communicates with Agent through 
testi Radio or Nagasaki Radio which covers all ports in Japan. If 
wofcally Westbound vessel, to contact Choshi, and Northbound to 
mact Nagasaki Radio respectively. 
WS: 6 tugs available, 320 h.p. — 3,500 h.p. Ship taken into port by 
tt Master who joins ship at anchorage with tug-boat. Usually tug’s 
6 used. 
ERTHING: No specific requirements. Pilot boarding time will be notified 
ysp's Agent mainly by radio. 
Berth 


Depth Length Capacity 
(m.) (m.) d.w.t. g.r.t. 
“ii Innoshima Yard 
‘sar Berth 
No. 1 7.0 160 12,000 9,500 
No. 2 4.0 120 8,000 5,000 
No. 3 7.0 220 55,000 35,000 
No. 4 ZS 240 130,000 80,000 
No. 5 7.0 300 130,000 80,000 
No. 6 7.0 | 380 10,000 7,000 
No. 7 10.0 } 220,000 140,000 
No. 8 (West) 10.0 | 435 220,000 140,000 
(East) 7.0} 55,000 35,000 
No. 9 9.0 300 80,000 50,000 
ee: No advance notice required unless urgent. Hospital facilities 
‘able. 


“MERS: Tank cleaning station operated by Kamtec Tank Cleaning 
“any, can receive slops up to rate of 250 t.p.h. 
hee All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 
“2 Bay and Kanmon Port. At all other ports bunkers will be lightered 
“ihe nearest bunker stock ports at maximum 7 days prior notice. 
H WATER: Available by barge or pipelines at shipyard. 
ULS: None. 
AIRS: All facilities for major repairs. 
*YDOCKS: Hitachi Zosen: 


Length Width Depth Capacity 
kN (m.) (m.) (m.) (d.w.t.) 
ato. 1 175.00 25.60 9.10 21,000 
Pte 282.50 47.00 11.30 130,000 
nO: 3 60.00 57.00 11.10 100,000 


260. 

NGWAY/DECK WATCHMEN: Not specially required unless 

eros or valuable cargo on board. 

Uno ge pA LLOWANCES: Only allowed 50 cigarettes to take ashore 

mr: Hiroshima Airport or Okayama Airport (domestic only). About 

an by Car from both airports. Crew joining or leaving use Osaka 

Tes n! Airport. 

ell plus 9 hours. Permanent. 

tees: Telephone is available: Shipyard installs one telephone 

BVic Modation and another one in engine room. 

‘ ES: The following services are available: Tank cleaning, 

oR “A of tank washings, compass adjustment, ship's chandler. 

34 EAVE: Local Immigration Offices issue shore pass valid for 
ys, but 3 days extension possible if ship stays longer. 


JAPAN 


AUTHORITY: Mihara Doboku (Public Works) Office, 1834-65, Enichi- 
cho, Mihara City, Hiroshima Pref. Tel: (08486) 4-2322. 


AGENT: Sub-agents of Aall Barwil Agencies. 

Hakata Marine Co. Ltd., 11-6, Shinhama 1-chome, Onomichi, 
Hiroshima, Japan 722. Tel: 0848-23-5600. Telex: 642322 Hakata J. 
Fax: 0848-22-5141. Cables: Hakatamarine Onomichi. 


ISHIKARIWAN-SHINKO: 43.11 N. 141.17 E. 


(See Plan) 

DOCUMENTS: 

Ship's Register. 

International Tonnage Certificate. 

4 Crew Lists. 

3 Port of Call Lists. 

1 Stores List. 
PILOTAGE: Not compulsory, but recommended for arrival only. Pilot 
works from one hour after sunrise to one hour before sunset. Pilots are 
available at Port of Otaru. Previous advance notice of minimum 3 days 
through Agent's Office by telegram or telex. 
ANCHORAGE: Bottom is sand. Draft limitation 9.00 m. No quarantine 
anchorage. 
RESTRICTIONS: Vessels are allowed to enter and sail day and night. 
Pilot assistance not compulsory, but in practice is necessary. Draft 
limitation 10.00 m. 
MAX. SIZE: See “Berthing”. 
HEALTH: Radio Pratique not available. 
RADIO: No station. 
VHF: No facilities. 
RADAR: Not available. 
TUGS: 12,500 h.p. tug at the port. 2 tugs (2,600 h.p. and 1,000 h.p.) 
can be arranged from Otaru, when required. 


BERTHING: 
No. of 

Name of Berth Berth Length Draft Max. Size 

(m.) (m.) (d.w.t.) 
Tarukawa Futo 2 370 10.00 15,000 
Tarukawa Futo 3 390 7.50 15,000 
Bannaguro Futo 2 370 10.00 15,000 
Bannaguro Futo 3 390 7.50 15,000 
Higashi Futo 1 185 10.00 15,000 
Higashi Futo 2 260 7.50 15,000 
Chuo Futo (Oil Berth) 6 865 7.50 5,000 


CRANES: None available. 

BULK CARGO FACILITIES: No facilities available. 

SPECIALISED CARGO HANDLING FACILITIES: None. 

BRIDGES: None. 

STEVEDORES: Will be arranged as required, by Agent. Working time 
from 0830 hrs. — 1630hrs. (day time), and 1630 hrs. — 2030 hrs. 
(overtime), from Monday to Saturday (not Sundays and holidays). 
MEDICAL: No advance notice required, unless urgent. 

TANKERS: See “Berthing”’. 

DENSITY: Average 1025. 

FRESH WATER: Available from shore pipeline. 

FUEL: Not available locally, usually bunkering undertaken at Otaru 
(domestic oil only). 

FIRE PRECAUTIONS: Ship's watchmen to be on duty. 

CONSULS: None. 

REPAIRS: No facilities. 

DRY DOCKS: None. 

SURVEYORS: Cargo Inspectors available to attend from Sapporo and 
Otaru. Classification Society surveyors not available. 
GANGWAY/DECK WATCHMEN: Not specially required. 

HATCHES: Ship's crew open and close. 

REPATRIATION: Crew changes not possible. 

AIRPORT: Nearest airport is New Chitose International Airport (70 km. 
from Ishikari). 

TIME: GMT plus 9 hours, no alterations made to clocks during year. 
HOLIDAYS: From 30th December to 4th January. 
POLICE/AMBULANCE/FIRE: 

Police: Sapporo Kita Police Station. Tel: 011-736-2151, or emergency 
(110). 

Hospital: Ishikari Hospital. Tel: 0133-74-8611. 

Fire: Ishikari Fire Station. Tel: 0133-74-7111, or emergency (119). 
EMERGENCY CO-ORDINATION CENTRE: Otaru Marine Safety 
Seo contactable directly by VHF Channel 16. 

TELEPHONES: Calls can be made from telephone box on shore 
(domestic only). 

SERVICES: None. 

BANKS: None. 

SHIP SUPPLY SERVICE: Provisions and stores are available from 
Otaru (Shibata Shipchandlers). Order through Agent's Office. 
IDENTIFICATION CARDS: Shore passes are issued by 
Immigration Office of Kushiro. 

DELAYS: None. 

AUTHORITY: Ishikariwan Shinko Kanri Kumiai, Nishi-9, Ohdori, Chuo- 
Ku, Sapporo, Japan. Tel: 011-231-2560. FAX: 011-231-2590. 


AGENT: Sub-agents of Aall Barwil Agencies. 
Mitsuwa Unyu K.K., 760, Shinko Nishi 2-chome, Ishikari-cho, Ishikari- 
Gun, Hokkaido, 061-32 Japan. Tel: 0133-73-6677. Fax: 0133-73-7447. 
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ISHINOMAKI: 38.23 N. 141.19 E. (See Plan) 
PORT LIMITS: Within the area of points A, B, C, D, E and F. 


(A) 38°24.70'N. (B) 38°23.87'N. (C) 38° 23.74'N. 
141° 20.05’ E. 141° 21.14’ E. 141° 19.30’ E. 
(D) 38°22.90'N. (E) 38°22.55'N. (F) 38° 24.50'N. 
141° 19.30’ E. 141° 15.33’ E. 141° 14.67’ E. 


DOCUMENTS Necessary documents for speedy clearance are as 
follows: 

5 Crew Lists. 

5 Passenger Lists, if any. 

Health Declaration. 

Voyage Memo. 

Ship's Stores List. 

Crew's Baggage List. 

Ship's Register. 

Derat Exemption Certificate. 

Bill of Lading. 

Last Port Clearance. 

PILOTAGE: Address: 35-8 Ban, 1-Choume Teizandoori, Shiogama City, 
Miyagi Pref., Japan. Tel: 022-364-1727. 
Pilot's boarding and leaving positions: 

Pilot boarding — 1.5 nautical miles off Hibarino breakwater. 

Pilot leaving — around lighthouse off Hibarino breakwater. 

Pilot not compulsory. Pilot requirement to be made by Agent on 
previous day. Tug normally used as pilot boat, and it can be contacted 
on VHF Channel 16 in daytime. Pilot ladder must be 2.0 m. above water. 
Pay attention to fishing nets around the Pilot Station. 
ANCHORAGES: Quarantine Anchorage: Depth 11 m. — 14 m. Bottom 
is avg and sand. Anchorage is within the area surrounded by points A, 
B, C and D. 


(A) 38° 23.25'N. (B) 38° 22.94'N. 
141° 19.00’ E. 141° 19.05’ E. 
(C) 38°22.74'N. (D) 38° 23.06’N. 
141° 17.00’ E. 141° 16.95’ E. 


RESTRICTIONS: If Master requests a pilot for entry, pilot is available 
from 0630 hrs. to 1600 hrs. Winter time, and from 0600 hrs. to 1800 hrs. 
Summer time. 

Draft restriction: Channel depth 10.0 m. at LW. 
MAX. SIZE: Limited by draft. Minimum under-keel clearance of 10% of 
ship's draft required. 
HEALTH: Normally Quarantine Officials board upon ship's arrival in 
daytime only. If ship has Sanitary Inspection Certificate, Radio Pratique 
is available. If ship arrives after calling at another port in Japan, Pratique 
is automatic. 
RADIO: Choshi Radio and Nagasaki Radio are best. If ship is equipped 
with telex, it can be used to contact receivers. 
VHF: No radio station at Ishinomaki. Only tug has VHF Channel 16. 
RADAR: No port radio service at Ishinomaki. 
TUGS: 2 tugs, 2,600 h.p. and 3,000 h.p. 


BERTHING: 
Shore Cranes 

Berth Length Depth Draft Capacity and Pipelines 

oe m.)  (m.)— (m.)—(d.w.t.) 
Minamihama Wharf No.1 165 10.0 9.70 15,000 

(for Chip Carriers) 
Minamihama Wharf No.2 165 9.0 8.70 10,000 
Minamihama Wharf No.3 130 re) 7.20 5,000 
Hiyori Wharf No.6 165 9.0 8.70 10,000 
Hiyori Wharf No.7 185 10.0 9.70 15,000 3 pneumatic 

unloaders 

Ohte Wharf No.1 & 2 260 75 7.20 5,000 2 berths 
Ohte Wharf No.3,4&5 320 5.5 5.20 2,000 3 berths 
Nakajima Wharf No.1 130 5.5 5.20 2,000 
Nakajima Wharf No.2 &3 370 10.0 9.70 15,000 2 berths 


CRANES: 10 truck cranes available, capacity 35 tons. Vessels are 
required to use own gear. 

BULK CARGO FACILITIES: Nakajima Wharf No. 2 and 3 and Hiyori 
Wharf No. 7 are available for bulk cargoes. Discharging rate at Nakajima 
by ship's gear: 


Grain = 1,000 tons/gang/day. 
Coal = 1,200 tons/gang/day. 
Fertiliser = 750 tons/gang/day. 
Sulphur = 750 tons/gang/day. 


Discharging rate at Hiyori Pier No. 7 by pneumatic unloader: 
Grain = 2,000 tons/gang/day. : 

SPECIALISED CARGO HANDLING FACILITIES: No cargo handling 
facilities for containers, Ro/Ro traffic or others. 
BRIDGES: None. 
STEVEDORES: ETA advice requests 1400 hrs. of the day before arrival, 
for gang arrangements. 
MEDICAL: No advance notice of medical attention necessary. Hospital 
and dentist available, also inoculations and vaccinations available. 
TANKERS: No tanker berth for ocean going vessels. 
DENSITY: 1023 (salt) nearly all of the time. 
FRESH WATER: Available at berth and by barge. 

Cost: Yen 600/ton (berth), Yen 900/ton (barge). 
FUEL: Not available at Ishinomaki. Barge brings fuel from Tokyo area. 
FIRE PRECAUTIONS: None. 


CONSULS: No consuls at Ishinomaki. 
REPAIRS: Only minor repairs possible. 


DRY DOCKS: Yamanishi Shipbuilding and Iron Works Ltd., 1-2 
Nishihama-cho, Ishinomaki City, Miyagi Pref., Japan. Tel: 0225-82- 
5551. Telex: 8628-42 Yamazo J. Fax: 0225-83-2713. 

Facilities of Main Yard: 


(a) New Building Berth : 22.0m. x 108.2 m. (4,900 g.r.t.) 

22.5 m. x 117.4 m. (4,900 g.r.t.) 

11.0m. x 67.0 m. (1,100 g.r.t.) 

(b) Repairing Dry Dock : 30.0 m. x 145.0 m. (8,000 g.r.t.) 
Slipways : 1,000 g.r.t., 500 g.r.t., 300 g.r.t. 
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SURVEYORS: 

(1) Cargo surveyors not available. 

(2) N.K.K.K. surveyors available from Shiogama Port. 
GANGWAY/DECK WATCHMEN: Not necessary. 

HATCHES: Depends on charter party. 

CUSTOMS ALLOWANCE: 60 cigarettes available for taking ih 
CARGO GEAR: 3 pneumatic unloaders at Hiyori Pier No}: 
discharging rate see “Bulk Cargo Facilities”. ’ 
REPATRIATION: Local Agent carries out repatriation forma 
AIRPORT: 60 km. to Sendai Airport. Served by regular airlines (2 

a day to Seoul and Guam). % 
TIME: Japanese Standard Time is U.T.C. plus 9 hours. No alters. 
during the year. 

HOLIDAYS: Every Sunday. 29th December to 4th January (Newy 
Holidays); 15th January (Coming of Age Day); 11th February ; 
Foundation Day); 20th March (Vernal Equinox Day); 29th App) (Gy 
Day); 5th May (Children's Day); 1st/2nd August (Local Summer Fax, 
River Carnival); 15th September (Respect for the Aged p 
23rd September (Autumnal Equinox Day); 10th October (Healthy. 
Day); 3rdNovember (Culture Day); 23rd November (Lay 
Thanksgiving Day); 23rd December (Emperor's Birthday). 

Cargo work possible, except 1st and 3rd Sundays and New Yep 
Holiday (29th December to 4th January), if order given. 
POLICE/AMBULANCE/FIRE: Police: Tel. 110 or 0225-954. 
Ambulance: Tel. 119 or 0225-95-7111. Fire: Same as Ambulang 
EMERGENCY CO-ORDINATION CENTRE: No Emergengy ; 
ordination Centre at Ishinomaki. 
TELEPHONES: No arrangement for placing telephones on boa 
SERVICES: 

Tank cleaning: Not available. 

Tank washing: Not available. 

Compass _ adjusting: Touhoku Hakuyo Service Ltd, % 
Kadonowaki, Ishinomaki City. Tel: 0225-96-1897. 

Charts: Mitui Ltd., 1-21-47, Niihama-cho, Shiogama City. Teg 
366-3521. 

Nautical publications: Not available. 

Sounding paper: Not available. 

Course recorder paper: Not available. 

Notice to Mariners: Not available. 

Safety equipment: Not available. 

Extension of certificates: Not possible. 

BANKS: 

The 77 Bank Ltd., Ishinomaki Branch, 2-5-12, Tachimati, Ishin 
City. Tel: 0225-95-3111. 

The Touhoku Bank Ltd., Ishinomaki Branch, 2-2-48, Yamas 
Ishinomaki City. Tel: 0225-93-8821. 

The Tokuyo City Bank Ltd., Ookaido Branch, 2-2-48, Yama 
Ishinomaki City. Tel: 0225-93-1681. 

The Ishinomaki Shoko Shinyo Kumiai Ltd., Ookaido Branch, \4 
Kadonowaki-Sanbanyachi, Ishinomaki City. Tel: 0225-95-3331. 
STORING: See ‘Prelims’. 

(1) By truck. 

2 


( = 

(3) Possible. 

(4) Possible. 

(5) Need permission before storing. 

(6) Possible. 
SHIP SUPPLY SERVICE: No service at Ishinomaki. 
SHORE LEAVE: Possible after permission from Immigration. 
IDENTIFICATION CARDS: Shore pass or Seaman's Book is suttee 
DELAYS: Waiting to be expected due to congestion. 
GENERAL: Officials: All are located at the same address as Cust 

Customs: 15-2, Nakajima-cho, Ishinomaki City. Tel: 0225-22-48 

Immigration: Tel: 0225-96-1933. 

Quarantine: Tel: 0225-22-9413. 

Marine Safety: Tel: 0225-22-8088. 

Plant Quarantine: Tel: 0225-95-0216. 

Animal Quarantine: Tel: 0225-22-9413. 
AUTHORITY: Ishinomaki Port Administration Office, 17-2 Nake 
Ishinomaki City, Miyagi Pref. Te/: (0225) 95-6271. 


AGENT: Sub-agents of Aall Barwil Agencies. 

Nanko Unyu Co. Ltd., 13, Shiomi-cho, Ishinomaki City, Miyag® 
986, Japan. Tel: (0225) 96-3815. Telex: 8628-60 Nanko J. Fax (2 
93-6786. Cables: Nanko Ishinomaki. 


IWAKUNI, Yamaguchi Bay: 34.10 N. 132.14 E. 

(See Pe 
DOCUMENTS: When vessel arrives direct from a foreign port, Ou 
Officials will board to search, and the following documents alé® 
submitted: 

Ship's Register. 

International Tonnage Certificate. 

Voyage Memo (Ports of call). 

Last Port Clearance. 

3 Crew Lists, including Passport numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, | 
wrist-watch, radio, firearms/swords, etc. (only at first port of 
Japan). # 

Ship's Agents will prepare Inward/Outward Declaration, 

Manifest and Cargo Manifest in transit using specific forms. be} 
ship's Agent should be provided with necessary information about 
of cargoes in advance. 
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4 Nagasaki Radio giving 72 hours’ notice. Urgent correction of 
oF gsi business hours should be cabled direct to pilot station. 
we res ‘Ansin Moji”. Inland Sea Pilot Association covers all 


4 orts. 
we eained from 1 of 3 pilot stations dependent upon vessel's last 
y departure and at Master's discretion. Pilotage available 
© \ ut 24 hours and 72 hours’ advance notice preferred, thereafter 
sng any alterations. Most Inland Sea Pilots also act as Harbour 
-* yp to berth or anchorage at destination. 
“pe VHF communication available with Inland Sea Pilot Stations. 
See Shipmaster’s Report” before first port. 

wadamisaki, at entrance to Kobe (vessels transitting Kil Straits). 
gon Lat. 34° 34.09’ N., Long. 135° 11'E. Telegraphic address 


Peeski 3 miles South of Sekisaki Lighthouse (vessels transitting 

@ Channel). Position Lat. 33° 13’ N., Long. 131°54’ E. Cable 

‘ess “Anjin Moji’. In event bad weather, recommended vessels 

“ed for shelter as near as possible having due regard to safety, to 

sasaki Pilot station. 4 

- uesaki, at East side of Kanmon (Shimonoseki) Straits. Position 

29756’ 24" N., Long. 131° 03’ 12” E. 

HORAGES: 7 anchorages, one for “Quarantine” and repairing, 

~ others for discharging logs. 

» Quarantine, Lat. 34° 11’ 12” N., Long. 132° 14’ 21” E. minimum 

27m 

» Discharging area as follows: 
Vessel under 5,000 g.r.t. 

depth 23 m. 
wt 34° 11' 26" N., 132° 16’ 00" E. 


Vessel over 5,000 g.r.t. 
depth 24 m. 

No.A 34° 10’ 34” N., 132° 15’ 54” E. 
2 34° 11' 10" N., 132° 16’ 10” E. No.B 34° 10’ 07” N., 132° 16’ 06” E. 
3 34° 10' 48" N., 132° 16’ 18" E. No.C 34° 09’ 42” N., 132° 16’ 45" E. 
wsure of bottom mud. Minimum bottom width no limit. 
§STRICTIONS: Day and night entry possible. 
44LTH: Radio Pratique available. At first port of call in Japan, vessel 
sgobtain Free Pratique. Quarantine Officers will attend vessel only 
~»faylight to sunset and Master to show all Vaccination Cards, Derat 
‘onption Certificate. In case vessel arrives from cholera-infected area 
10 days, Master must advise crew and passengers health 
ston to respective Quarantine Office through ship’s Agent prior to 
saiand close all soil pipes before entering port. 
0: Recommended Master communicates with Agent through 
sv Radio or Nagasaki Radio which cover all ports in Japan. If 
m*cally Westbound vessel, to contact Choshi, and Northbound to 
wact Nagasaki Radio respectively. 
16: Tugs normally join vessel at Quarantine area. Tugs lines to be 
#ifree of charge. 3 tugs available, 13,000 h.p., 1*3,200 h.p. and 
4400 h.p. 
ERTHING: No berthing from sunset to sunrise. At least 2 hours notice 
‘wal necessary to reach berth, in event of direct arrival from foreign 
ontry 


Permissible 

eh Length Depth Draft LOA Capacity 

(m.)  (m.)  (m.)  (m. (d.w.t.) 
em No. 3 Wharf 185 10.0 9.0 170 20,000 (Public) 
‘4P.C-1 Pier Pier 130 9.2 9.2 110 15,000 (Private) 
4? PulpChip Pier 230 11.5 11.5 230 40,000 (Private) 
iKP. Log Pier 75 Tob Coes 6p (Private) 
‘sen Futo 185 100 10.0 165 20,000 (Public) 
Minato Wharf 370 10.00 10.0 340 (Public) 
% Minato Wharf 260 ao 7.5 230 
Water Pool Wharf 205 10.0 10.0 185 


YEVEDORES: Working time is 0830 hrs. to 1630 hrs. Overtime work 
#2ble until sunset only, due to no lights on the shore. Saturday work 
“ng but no work on Sundays and holidays. Only 3 stevedore gangs 
able. 

®ICAL: No advance notice required unless urgent. 

NKERS: Max. 150,000 d.w.t. Slop discharge pipelines available. 


Max. d.w.t. Max. LOA Max. safe No. and dia- 
7 Oraft meter hoses 
Crude Pier 150,000 No limit 16.50 m. 12"x3 
SI No. 3 Pier 25,000 200 m. 10.00 m. 8"=1 
“North No. 3 Pier 35,000 230 m. 9.00 m. 12”x2 
“age rates: 
Koa Oil Crude Pier (Crude Oil) 6,000 t.p.h. 
Koa Oil No. 3 Pier (Low sulphur 
Fuel Oil) 600 t.p.h. 
Kenei North No. 3 Pier (Crude Oil) 500 t.p.h. 


SASITY: 1020. 
§SH WATER: Available at: 
Koa Oil Private Crude Oil Pier. 
Xoa Oil Private Products Pier No. 3. 
All Public Wharves and Piers. 
" S.P.K. Pulp/Log/Chip Private Piers. 
ne barge arrangeable from Onomichi. 
_* Available ex-wharf, but not ex-barge. All grades of bonded 
Peart are stocked in Tokyo Bay, Ise Bay, Osaka Bay and Kanmon 
td ‘all other ports bunkers will be lightered from the nearest bunker 
CONSULS at maximum 7 days prior notice. 
tal om ee but Marine Note of Protest can be attended by 
ublic. 
*PAIRS: Minor repairs possible. 
tae WAY/DECK WATCHMEN: Not 
CRTC. Or valuable cargo on board. 
‘isle CATES: Ship’s Register to show Customs Inspector ship's 
mae gross and nett tonnages. Valid Cargo Gear Certificates 
mp eS Tequired by stevedores when cargo gears maintenance 
poor. 


ars to 
Y “OMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 


specially required unless 


JAPAN 


CARGO GEAR: See “Certificates” but no special requirements. 
REPATRIATION: Possible. 

AIRPORT: Hiroshima Airport 45 km. (about 2 hours). 

For Osaka (JAS Airline) 0900 hrs., 1415 hrs., 1725 hrs., 2000 hrs. 

For Tokyo O750hrs., 1100hrs., 1355 hrs., 1510hrs., 1755 hrs., 
1905 hrs. 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 
POLICE/AMBULANCE/FIRE: Police 110 (just dial); Ambulance 119 
(just dial); Fire 119 (just dial). 

TELEPHONES: No arrangements available, except Koa Oil. 

SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
only 15 days. Extension possible if ship stays longer. 

AUTHORITY: Iwakuni Port Administration Office, 557-15 Shozoku, 
6-chome, Iwakuni City, Yamaguchi, Pref., Japan. Tel: 0827-22-2271. 
Contact: Hirohiko Sugitani, General Manager. 

AGENT: Sub-agents of Aall Barwil Agencies. 

Green Shipping Ltd., Moji, c/o Sankyu Inc., lwakuni Branch, 5-47,2- 
chome, Shinminato-cho, !wakuni City, Yamaguchi Pref., 740 Japan. 
Tel: (0827) 22-3915. Telex: 06672-12 Sankyu J. Fax: (0827) 24-2576. 
Cables: Sankyu Iwakuni. 


IZUHARA: 34.11 N. 129.17 E. (See Plan) 


DOCUMENTS: The following documents are to be submitted on arrival: 

Ship's Register and/or International Tonnage Certificate. 

Last Port Clearance. 

5 Crew Lists and Passenger Lists, if any. 

3 Voyage Memos (Ports of call covering last 2/3 months). 

1 Declaration of Health. 

1 Ship's Stores List. 

1 Declaration of Crew's Baggage. 

Inward/Outward Declaration, Cargo Manifest and other necessary 
papers will be prepared by ship's Agents, using Customs forms. A vessel 
is, therefore, requested to provide Agents in advance with necessary 
information regarding cargoes, etc. 

PILOTAGE: Not available. 

ANCHORAGE: Lat. 34° 11.3’ N., Long. 129° 18.2’ E. 
RESTRICTIONS: No restriction on entry into and/or departure from 
anchorage during daytime or night time. 

MAX. SIZE: No restrictions on length or breadth for any vessel entering 
port, but max. safe draft is 5.2m. 

HEALTH: Radio Pratique is available provided vessel possesses valid 
Japanese Sanitary Inspection Certificate and Derat Exemption 
Certificate. 

Radio Agent for Free Pratique not more than 36 hours before arrival, 
advising full details of vessel and health condition on board. When Free 
Pratique is granted by radio, vessel will be required to submit the 
following documents to Quarantine Office on arrival alongside the berth: 

Maritime Declaration of Health. 

Crew List, Passenger List and Voyage Memo. 

Derat Exemption Certificate (copy). 

Declaration Inward. 

The following vessels will not be able to obtain Radio Pratique: 

(i) A vessel that has been in contact with an infected area or a 

suspected infected area within 15 days of arrival. 

(ii) Ifavessel has on board any case, or suspected case, of infectious 
disease within 15 days of arrival. If a vessel does not possess a 
valid Derat Exemption Certificate. 

If vessel arrives from cholera infected area within 10 days, Master 
must advise crew and passenger's health condition to respective 
Quarantine Office through ship's Agent, prior to arrival, and close 
all soil pipes before entering port. 

RADIO: Recommended that Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which cover all ports in Japan. 
Westbound vessel to contact Choshi Radio, and Northbound vessel to 
contact Nagasaki Radio respectively. 

VHF: No VHF service available. 

TUGS: No tug available, but tugs can be brought from nearby ports 
(Hakata/Imari/Sasebo), if required. 

BERTHING: 


(iii) 


Name of Berth Length Max. Permissible Draft 
(m.) (m.) 

Izuhara No. 1 105 5.0 

Izuhara No. 2 180 5:2 

Kuta Wharf 180 5.2 


BRIDGES: None. 

STEVEDORES: Not available. Cargo consignees will arrange gangs. 
TANKERS: No facilities. 

MEDICAL: Facilities available, but advance notice required. 

FRESH WATER: Available from hydrants at Izuhara Wharves No. 1 
and 2. 

FUEL: Not available. 

CONSULS: No consuls locally. Marine Note of Protest can be made at 
local Notary Public. 

REPAIRS: No facilities locally. Technician despatched from Moji, if 
required. 

DRY DOCKS: None. 

GANGWAY/DECK WATCHMEN: None. 

CERTIFICATES: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. 

CUSTOMS ALLOWANCE: Only allowed 60 cigarettes to take ashore, 
but no spirits. 

CARGO GEAR: No special requirements. See “Certificates”. 
REPATRIATION: Possible. 
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AIRPORT: Fukuoka Airport, about 40 minutes by airplane and 1 hour 
by ferry. 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 
POLICE/AMBULANCE/FIRE: Police 110; Ambulance and Fire 119. 
TELEPHONES: Not possible to place telephones on board. 

SHORE LEAVE: Local Immigration Offices issue shore passes valid for 
15 days, when Izuhara is first port of call in Japan. Extension is possible 
if ship stays longer. 

SERVICES: All services available from Moji, if required. 

GENERAL: 

Customs: Stationed at Moji Customs, Izuhara Branch Office. Tel: 09205- 
2-112. 

Immigration Office: Stationed at Fukuoka Immigration Office, Izuhara 
Port Office. Tel: 09205-2-0432. 

Quarantine Office: Stationed at Hakata Quarantine Office, Izuhara 
Hitakatsu Office. Tel: 09205-2-0089. 

Maritime Safety Agency: Stationed at Izuhara Maritime Safety Agency. 
Tel: 09205-2-1100. 

Port Authority: Stationed at Tsushima Branch Office, Nagasaki Pref. 
Tel: 09205-2-2961. 

Tidal Range: Average HWL (+) 2.3m. 

AUTHORITY: Mayor's Office. Te/: 09205-2-2961. 


AGENT: Sub-agents of Aall Barwil Agencies. 
Green Shipping Ltd., Moji, 9-7, Minato Machi, Moji-ku, Kitakyushu City, 


Fukuoka Pref., 801 Japan. Tel: 093-321-4261. Telex: 7153-11 
Greenm J. Fax: 093-321-4288. Cables: Greenship Moji. 
KAGOSHIMA: 31.35 N. 130.33 E. (See Plan) 


DESCRIPTION: Port situated in Kagoshima Bay, the Southern part of 
Kyushu and consists of 8 sections as follows: 

Old Harbour (Honko): Divided into Inner Harbour sheltered by 
breakwaters which can accommodate up to 3,000 tonners, and Outer 
Harbour, (open roads) where large size vessels lie at anchor. 

New Harbour: Adjacent to Main Harbour on the South. This section 
also sheltered by breakwaters and a 10,000 tonner can be 
accommodated. 

Kamoike Harbour: Located about 7 km. away from old harbour on 
South side. There is a ferry terminal to Osumi Peninsula. 

South Harbour: Located about 7 km. away from old harbour on South 
side and used for small coasters. 

Lumber Harbour: Located about 11 km. away from old harbour on 
South side and used for log carriers, a 15,000 tonner can be 
accommodated. 

Taniyama District No. 1: Located about 14 km. away from old harbour 
on South side. Facilities include warehouses for feed storage and 
docking area for international passenger ships. A 65,000 tonner can be 
accommodated. 

Taniyama District No. 2: Located about 16 km. away from old harbour 
on South side, and used for oil storage. A 10,000 tonner can be 
accommodated. 

Hamahirakawa Harbour: Located about 21 km. away from old harbour 
on South side. Also has a yacht harbour. 

DOCUMENTS: 
Customs: When vessel arrives direct from foreign port, Customs Officials 
board for search. Following documents to be submitted: 

Crew List. 

Passenger List. 

Manifest of crew personal effects (must be signed by individual crew 

member). 

Stores List. 

Arms and Ammunition List. 

Narcotics List. 

List of ports of Call on current voyage. 

Discharging Cargo Manifest. 

Through Cargo Manifest. 

Declaration inward/outward. 

Following will be checked on board: Ship's Registry; Last Port 
Clearance. 

When vessel comes from Japanese port, Customs Officials will not 
attend on board, except in special case. Master or Agents to attend 
Custom House for entry formalities with following documents: 

Discharging Cargo Manifest. 

Through Cargo Manifest. 

Declaration inward/outward. 

Ship's Registry. 

Last Port Clearance. 

Documents entrusted with the Master by Customs at previous port. 

On vessel's departure, a clearance is issued by Customs, after 
confirming payment of tonnage dues. 

Ship's Agent will prepare Inward/Outward Declaration, 1 Cargo 

Manifest and Cargo Manifest in Transit, using specific forms. Therefore 
ship's Agent should be provided with necessary information about details 
of cargoes in advance. 
Immigration: Immigration Officials attend from Kagoshima Immigration 
Office. They board vessel on arrival at berth to examine Passports, 
Discharge Books and/or other equivalent travel documents, and provide 
15 day landing passes for crew members. One copy each of Crew List 
and Passenger List are required by them. Providing ship’s Agent with 
a Crew List beforehand will be a great help in expediting Immigration 
business on vessel's arrival. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng, 


When vessel stays in port more than 7 days and Calling at 
only, or 15 days and calling at several ports in Japan. the 
Passes will be extended every 7 days or 15 days on application in 
that crew members without entry visas are to be landed for ren 
or transfer, Immigration will not permit their landing unless pases 
either sea or air, ensuring the prompt departure from Japan ~ 
72 hours) of these men, has been booked, or unless vessels oe 
they are to be transferred, arrive in Japan within 5 days. 
PILOTAGE: Not compulsory for Quarantine Anchorage or t 
Wharves. Agent gives 24 hours notice to Kagoshima Pilot Asso 
and advises if ETA changes. 

ANCHORAGE: Quarantine Anchorage: Lat. 31°33'y lo 
130° 35.5' E., depth of water 20m. — 30m. Anchorage iS Use 
vessel's Quarantine procedure, if the vessel comes from foreign ; 
and by vessels waiting for orders. a 

Off Taniyama: Lat. 31° 30.5’ N., Long. 130° 34' E., depth » 
20 m. — 30 m. Anchorage is used by vessels waiting for a pilot, any 
vessels which are not granted Radio Pratique. ‘ 
RESTRICTIONS: Berthing and unberthing during daylight Hours om 

lf weather is good, unberthing is possible up to 2100 hrs. 
HEALTH: Radio Pratique message will be accepted if vesse| hasag 
Japanese Sanitary Certificate. 

If vessel is not in possession of a certificate, Pratique formalities, 
take place at the Quarantine Anchorage. 

Radio Pratique message must be sent to vessel's Agent 
36 hours before arrival. When Pratique is granted by radio, vegss, 
be required to submit the following documents to Quarantine Ofte, 
arrival: : 

Maritime Declaration of Health. 

Crew List. 

Passenger List. 

The following vessels will not be able to obtain Radio Pratique 

(i) A vessel that has been in contact with an infected area » 

suspected infected area, within 15 days prior to arrival. 

(ii) If a vessel has on board any case, or any suspected cay 

infectious disease, within 15 days of arrival. 

(iii) If a vessel does not possess a valid Derat or Derat Exem 

Certificate. 
RADIO: Recommended that Master contacts Agent through Oy 
Radio or Nagasaki Radio which covers all ports in Japan. If Westy 
via Chosi and Northbound to Nagasaki respectively. 
TUGS: 
“Wakashio Maru No. 2” 


Twin diesel vessel 3,200 hp 
“Kiire Maru No.8" 


Twin diesel vessel 3,200 hp 


“Eiko Maru” Twin diesel vessel 3,200 hp 
“Sinko Maru” Twin diesel vessel 3,000 hp 
BERTHING: 
Berth Length Depth Max.Draft Remarks 
(m.)  (m.) (mm) 
Kita-Futo (Honko- 360 9.0 8.50 
ku 310 7.5 7.00 
Shinko-ku 165 9.0 8.50 ‘For liners for OkinawalAte 
260 7.5 7.00 Oshima. 
125 7.5 7.00 For cargo liner for Aman 
Oshima. 
Mokuzai-ko ku 185 10.0 9.00 Log Carriers only 
Taniyama 1-ku 170 12.0 11.50 South Japan Grain Teme 
(Private Dolphin). Availee 
accommodate Panama ® 
vessels. 
Wharf No. 1 240 12.0 11.00 Public Wharf 
No. 2 260 75 7.00 ¢ 
No. 8 240 12.0 11.00 
No. 7 260 7.5 7.00 
No. 3 270 5.5 5.00 
No. 6 180 5.5 5.00 
Taniyama 2-ku 


Wharf No. 7 260 7.6 7.00 Public Wharf 
STEVEDORES: Working hours are 0830 hrs. — 1630 hrs. Ove® 
working is normally only for finishing cargo. No work on Sunda 
holidays. 

Discharge rates: 

Bagged cargo (meal products) — 300 tonnes per gang/day 

Bulk cargo (meal products) — 700 tonnes per gang/day. 

Bulk cargo (corn/sorghum at Grain Silo Dolphin) — 4,000 tonne 
gang/day. 

Logs — 5,000 cu.m. per gang/day. 

MEDICAL: Chuo Hospital, Municipal Hospital, Yotsumoto Denta Pa 
Igo Oculist. No advance notice required unless urgent. 
TANKERS: No tanker berths at Kagoshima, but Central Terminal S® 
(C.T.S.) in Kagoshima Bay. See “Kiire”. 

FRESH WATER: One 200 ton water barge available with aoe 
notice. Hydrants at wharves in main harbour. Rate of delivery: 50u 
from hydrants at Taniyama Districts No. 1 and 2; 20 — 30tph , 
hydrants at Old Harbour and New Harbour. 

FUEL: Not available. Lightered from another port. Ample notice 
necessary lighterage can be arranged. 

REPAIRS: Hull/engine repairs are available at Kagoshima Dockyat? 
Iron Works and Kikukawa Iron Works. 

GANGWAY/DECK WATCHMEN: Not specifically required © 
passengers or valuable cargo on board. 

English speaking watchmen are available but advance not 
required. 

OPENING/CLOSING HATCHES: Crew open/close hatches 
CERTIFICATES: Ship's Register to show Customs Inspector 
gross and nett tonnages. Valid Cargo Gear Certificates sone 
required by stevedores when cargo gear’s maintenance 
CUSTOMS ALLOWANCES: 400 cigarettes and 3 bottles of 9 
take ashore. 
REPATRIATION: Possible. ¥ 
AIRPORT: Kagoshima International Airport. Located to th 
50 minutes’ drive from centre of Kagoshima City. Flights avai 
Fukuoka, Osaka, Tokyo, Okinawa, Hong Kong and Seoul 
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GMT plus 9 hours. No alterations to clocks during year. 
aS: See “Tokyo”. 

TIDE: N.W wind prevails in Winter season and Easterly wind in 
a Wet seasons in June and July. Average tidal range 2.74 m. 
¥ ster harbour. Flood tide sets to North and ebb to South. Maximum 
eo current 2 — 3 knots. Current in inner harbour is less than 
} LEAVE: Local Immigration Offices issue shore pass valid for 
Or on, but 3 day extension possible if vessel stays longer. 
see Regulations”. 

. GE DISPOSAL: Garbage collection is not permitted for foreign 
ageis at this port. : : { 

asTE OIL DISPOSAL: Three companies operate this service for 
westic vessels. Because it is necessary for them to be authorised by 
*\ynistry of Transport, this service is not available for foreign vessels. 
eer enquiries could be made at Nagasaki or Kitakyushu Port. 
<imAN'S CLUBS: None. However, there is an inn called the 
ggsnima Port and Harbour Labor Welfare Center (Kagoshima Kowan 
<ao Fukushi Center in Japanese) for seafarers, which provides 
<onmodation and meals only. Meals are provided at extra cost. The 
senight charge at Yen 1550 is reasonable. Address: 22-1 Jyonan-cho, 
gpsnima City. Tel: (0992) 26-0626. 

aRRENCY: Yen. % 

mere is no local currency restrictions placed upon seafarers. 
GULATIONS: Immigration Officials board vessel on arrival to 
amne Passports, Discharge Books and/or other equivalent travel 
syments and provide 72 hour landing passes for crew members and 
ssengers. 1 copy each of crew list and passenger list required by 
en Providing ship’s Agent with a Crew List beforehand will be a great 
-)nexpediting immigration business on vessel's arrival. When vessel 
«sn port more than 72 hours, the landing passes may be extended 
=nours on application. In the event that crew members, without entry 
ws, are to be landed for repatriation or transfer, Immigration will not 
emt their landing unless passage, by either sea or air, ensuring the 
‘ompt departure from Japan (within 72 hours) of these men has been 
sed, or unless vessels to which they are to be transferred, arrive in 
jan within 5 days. 
$RVICES: Cargo Survey. Provisions and Stores. Fumigation — Toyo 
smgation attend from Moji on request. 
\WTHORITY: Kagoshima Port and Harbour Office, 18-16 Izumi-Cho, 
igeshima City, 892 Japan. Tel: (0992) 23-3277. FAX: (0992) 24-2832. 
mact Tadao Sarukawa, Director. 


GENT: Sub-agents of Aall Barwil Agencies. 
seen Shipping Ltd., Moji, 9-7 Minato Machi, Moji-ku, Kitakyushu City, 


twoka Pref., 801 Japan. Tel: 093-321-4161. Telex: 7153-11 
senm J. Fax: 093-321-4288. Cables: Greenship Moji. 

(AKOGAWA (Including Higashi-Harima): 

442 N. 134.50 E. (See Plan) 


*y is for sole use of the Kobe Steel Co. Ltd. Declared open port as of 
's May 1970, but vessels should first call off Kobe to obtain Free 
*atque, Customs clearance and Pilot. 

‘iso see “Shipmaster's Report” dated June 1985. 

XOCUMENTS: 

Ship's Register. 

Last Port Clearance. 
3Crew Lists, including Passport Numbers. 
iPassenger Lists. 

' Stores List. 

' Declaration of Crew's Baggage, i.e. tobacco wine/spirits, camera, 
oe. radio, firearms/swords, etc. (only at first port of call in 
apan). 

\Ust of Ports of Call, for Customs. 

‘ips Agent will prepare Inward/Outward Declaration, 1 Cargo 
“est and Cargo Manifest in transit using specific forms. Therefore 
*?s Agent should be provided with necessary information about details 
"targoes in advance. 
> see “Shipmaster’s Report” dated June 1985. 

OTAGE: Pilot will board at Tomogashima Pilot Station 
ML 34°10'N., Long. 135° 00’ E.) due to compulsory pilotage. Pilot will 
“arranged by Agent subject advance request and usual ETA advices. 
P see “Shipmaster’s Report” dated June 1985. 
= HORAGES: There are 6 anchorages off Kakogawa. However 
mace is treated as Non-Open port, so nobody can visit the vessel, 
pea nobody can come ashore from vessel during her stay at anchorage, 
scot in an emergency. 

STRICTIONS: Mooring/unmooring conducted daylight hours only. 
DAZE: Kobe Steel, Berth No. 4: 165,000 d.w.t. (or 320,000 d.w.t., 
Ae m. with part load). 

. pallig Vessel must call off Kobe for Free Pratique. At first port call 
wane, vessel must obtain Free Pratique. Radio Free Pratique 
and e if vessel has vatid Japanese Sanitary Inspection Certificate 
my fr rat Exemption Certificate. Quarantine Officers will attend vessel 
Derat om daylight to sunset and Master to show all Vaccination cards, 
tea ala Certificate. In case vessel arrives from cholera-infected 
ron In 10 days, Master must advise crew and passengers’ health 
thal to respective Quarantine Office through ship’s Agent prior to 
and Close all soil pipes before entering port. 
hash, peecommended Master communicates with Agent through 
' toecih adio or Nagasaki Radio which covers all ports in Japan. 
boot ‘cally Westbound vessel, to contact Chosi, and Northbound 
act Nagasaki Radio respectively. 


JAPAN 


BERTHING: 
Length Depth Max. Size 
Pier W-5 240 m. 11.90 m. 35,000 d.w.t. 
Pier W-6 275 m. 11.90 m. 35,000 d.w.t. 
LPG Dolphin 77m. 16.00 m. 70,000 d.w.t. 
Scrap Pier 250 m. 11.10 m. 25,000 d.w.t. 
South Pier 450 m. 6.80 m —_ 


Depth at low water is 17 m. in the fairway which is 400 m. wide. 
Kobe Steel: 


Berth Length Depth Max.LOA Max. Draft 
(m.) (m.) (m.) (m.) 
E-5* 450 17.0 330 16.0 
E-4 400 17.0 330 16.0 
E-3 300 14.5 239 14.5 
E-2 200 14.0 190 12.5 


* Lay-by berth, not available for discharging cargo. 
Products Handled Coal and ore. 
Cranes: 4 x 1,500 t.p.h. at E.4; 1x 700 t.p.h. at E.3; 2x35 ton at West 
Wharf (No. 5) and 235 ton at West Wharf (No. 6). 
MEDICAL: Treatment has to be arranged at Kakogawa. 
FRESH WATER: Available from quay. Rate 30 — 40 t.p.h. 
FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 
Osaka Bay and Kanmon Port. At all other ports bunkers will be lightered 
from the nearest bunker stock ports at maximum 7 days prior notice. 
Bunkers supplied by barge at berth under the following conditions: 
(a) Supply limited to 80% of tank capacity. 
(b) Supply only during following times: 
(i) May — August, 0900 hrs. — 1600 hrs. 
(ii) September — April, 0900 hrs. — 1400 hrs. 
(c) Two surveyors must be present during bunkering. 
REPAIRS: Arranged from Kobe. 
GANGWAY/DECK WATCHMEN: Not specially 
passengers or valuable cargo on board. 
OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches. If any time lost by ship’s crew doing this work, 
stevedores charge ship for waiting. Recommend request stevedores for 
this work unless crew can complete it before berthing. 
CERTIFICATES: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear’s maintenance 
appears to be poor. Ship's Register and International Tonnage 
Certificate must be shown to stevedores. 
CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 
but no spirits. 
REPATRIATION: Possible, through Kobe. Nearest airport is Osaka. 
TIME: GMT plus 9 hours. No alterations made to clocks during year. 
SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
only 7 days, but 7 days extension possible if ship stays longer. 


required unless 


SHIPMASTER’S REPORT: When the vessel anchors off Kobe in the 
Roads, “Kobe Harbour Control” will call on VHF Channel 16 and ask 
for anchoring time and position from Kobe Headlight. 

The maximum draft at Higashi Harima is 16.0 m. 

Vessels always berth port side alongside. The gangway should be 
lowered as soon as possible to let the officials aboard. 

The vessel loaded 112,000 metric tons in 60 hours, previously the 
same amount had been loaded a little quicker. 

Bilge water, oil or garbage should never be thrown overboard because 
owners have to pay compensation to the Fishermen's Union. 

Berthing takes place 2 hours before high water. 


SHIPMASTER’S REPORT: June 1985. 

Pilotage/Sanitary Inspection: |f vessel in possession of valid Japanese 
Sanitary Inspection Certificate and has been granted Radio Free 
Pratique, the Inland Sea Pilot boards 5 miles S.S.W. of Kobe Lt. This 
Pilot berths the vessel at Kakogawa. 

Customs clearance and other formalities, in this event are carried out 

after berthing at Kakogawa. 
Pollution: Penalties and mandatory compensation are particularly severe 
for any form of pollution. A floating save-all barrier is placed around the 
ship. This would appear to be as much for identifying offenders, as for 
preventing the spread of pollution. 

When discharging coal, petroleum-coke or ore at the West Wharf 
(Kobe Steel Co.), scuppers must be efficiently plugged to prevent 
overside pollution in the event of rain or ballasting overflows. One 
selected scupper outlet is connected to a shore drainage hose. 

Shore Leave: At West Wharf and LPG Jetty, ship’s personnel are not 
permitted to traverse the wharf or any other roadway or part of the 
steelworks on foot. 

Kobe Steel Ltd., Kakogawa Works, does not provide any form of 
transport inside the complex, so a taxi schedule must be arranged 
through the Agent, between ship and Kakogawa (JNR) railway station. 
Frequent trains to Kobe — about 35 minutes. Kakogawa, itself has 
reasonable shopping facilities in the vicinity of the railway station. 


SHIPMASTER’‘S REPORT: May 1991. 

Vessels arriving on maximum draft of 16.00 m. usually berth at No. E4, 
and then lighten to 13.5m. before shifting to No. E3. The shore 
personnel say that 13.5 m. draft is ideal, but vessels may be 14.0 m. or 
maximum 14.5 m. for shifting. The cost of this shift is borne by Kobe 
Steel. Normally 3 tugs and 1 pilot are used, 1 tug each end at break of 
forecastle and starboard quarter, and 1 tug amidships just pushing. 

Usually 2 pilots are used for berthing at this port. From anchorage, 
4 tugs (1 each bow and 1 each quarter) are made fast before anchor 
is hove up. When inside the breakwater, the port side tugs let go and 
put up lines on the starboard side. A boom is put around the ship. The 
2 pilots are a regulation, but only one pilot undertakes pilotage duties. 
“N" flag on the jetty indicates where the bridge front should be. For 
positioning the ship, for the last few metres the tugs are used and not 
the engines. 
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Crew signing off must be cleared through Immigration before the 
vessel departs from Japan. This is especially important during the 


“Golden Week’, when the Immigration Office is closed on several days. 


Kakogawa isa se place for shopping, especially around Kakogawa 
Central Station. Shop prices vary considerably, and it pays to look 
around, 

We arrived in Japan just at the start of the “Golden Weekend”. | am 
not sure if it is Golden Week or Golden Weekend. | received conflicting 
reports locally. It does apparently mean about 10 days of holidays for 
the local non-essential workers. The Emperor's birthday refers to the 
last Emperor. (| believe the new Emperor's birthday is 27th December). 
It seems every day is a holiday from 27th April to 6th May, except for 
the 2nd and 3rd of May, which were ordinary working days. 

On the official holidays, telephone calls to the U.K. are 20% cheaper, 
about U.S.$ 2.00 per minute. 


AUTHORITY: Kakogawa Doboku (Public Works) Office, 97-1, Tenjingi, 
Jike-machi, Kakogawa City, Hyogo Pref. Tel: (0794) 21-1101. 


AGENT: Sub-agents of Aall Barwil Agencies. 
Shinko Kakogawa Koun Co. Ltd., 35, Kanazawa-cho, Kakogawa City, 


Hyogo, 675-01 Japan. Tel: (0794) 35-1281/3. Telex: 5654568 
Sk Koun J. Fax: (0794) 35-1917. Cables: Koun Kakogawa. 
KAMAISHI: 39.16 N. 141.55 E. (See Plan) 


DOCUMENTS: 

Ship's Register. Last Port Clearance. 6 Crew Lists including Passport 
Numbers. 4 Passenger Lists. 1 Stores List and 2 Lists of Ports of 
Call. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 Cargo 
Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship's Agent should be provided with necessary information about details 
of cargoes in advance. 

PILOTAGE: Pilot not compulsory, but arrangeable at Master's request. 
Pilot arranged by Agent and vessel required to radio Agent ETA 24 
hours before ship's arrival. Pilot boat has no facility to communicate, 
nor particular light or sound signals, but flies Pilot flag “‘H”. Pilot boards 
at Lat. 39° 16’ N., Long. 141° 59’ E. About 1 mile N.N.E. of Osaki Point. 
No alternative area in event bad weather. 
ANCHORAGE: Up to 430,000 d.w.t. vessels can safely anchor. 
Max. size at anchorage 120,000 d.w.t. Depth of water: 31 m. — 43 m. at 
Quarantine Anchorage. 
RESTRICTIONS: Vessel free in and out anytime. 
MAX. SIZE: Draft 14 m. and LOA 300 m. (915 ft.) Breadth no restriction. 
HEALTH: Quarantine Anchorage: Located in Western semi-circle of 
500 m. radius with centre at Lat. 39° 15’ N., Long. 141° 55’ E. This area 
is also used for urgent anchorage. 
RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which cover all ports in Japan. If 
specifically Westbound vessel, to contact Chosi, and Northbound to 
contact Nagasaki Radio respectively. 
ae Tugs (2) join vessel at anchorage and tugs’ lines used free of 
charge. 
BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship's Agent mainly by radio. 

Permissible 


Berth Length Depth Draft Capacity Shore Cranes 
(m.) — (m.) (m.) — (d.w.t) 
Public Whart 130 7.5 7.8 5,000 
g.r.t. 
South Pier 
NSC No.3 Old 230 8.4 8.4 13,000 1x7 T, 1x17T 
New 288 13.5 13.0 25,000 Unloader 700 t.p.h. 
NSC No. 4 Old 230 8.7 8.7 20,000 2x7 T, 1X17 T 
New 288 14.0 13.0 160,000 Unloader 700 and 900 t.p.h. 
North Pier 


NSC Nos. 1 & 2 not suitable for the vessel more than 5,000 g.r.t. 
STEVEDORES: At least 24 hours prior notice excluding Sundays and 
holidays required in order for Agents to arrange stevedores. Vessel must 
constantly keep Agent advised of ETA. If stevedores cannot commence 
loading/unloading at time notified by the Agent, the orderers must pay 
for waiting time. If cargo gear not rigged on berthing, stevedores will do 
same for ship’s crew. Overtime surcharges 1630 — 2130hrs. 60% 
additional of basic stevedorage; 2100 — 0500 hrs. next morning 130% 
additional; Sundays/holidays 100% additional. 

MEDICAL: No advance notice required unless urgent. 

DENSITY: Winter 1026-1027. Summer 1023-1024. 

FRESH WATER: Available from wharf by hose. Rate of delivery: about 
10 t.p.h. — 15 t.p.h. No water barge. 

FUEL: Domestic diesel oil (Bunker A) is available. Bonded oil will be 
brought from Sendai, Yokohama and Kashima with sufficient advance 
notice. 

CONSULS: None. 

REPAIRS: Minor repairs such as welding, piping, lathing works, etc. 
only. 

DRY DOCKS: None. 

CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 
but no spirits. 

OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches. If any time lost by ship’s crew doing this work, 
stevedores charge ship for waiting. Recommend request stevedores for 
this work unless crew can complete it before berthing. 
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Dt 
Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng, 


CERTIFICATES: Ship's Register to show Customs Inspect, 
registered gross and nett tonnages. Valid Cargo Gear Cenit 
sometimes required by stevedores when cargo gear's Maint, 


appears to be poor. 

REPATRIATION: Possible. 

AIRPORT: Hanamaki, distance 100 km. (2 hours by car). T02 Dong 
Airlines (TDA); 3 flights between Hanamaki/Tokyo everyday 9 
between Hanamaki/Osaka everyday and 1 flight between 5 
Sapparo every day. a 
TIME: GMT plus 9 hours. No alterations made to clocks uring 
POLICE/AMBULANCE/FIRE: Police 2-4536 (Headquarters) He 
3828 (Water Police Station); Ambulance 119; Fire 119. 
TELEPHONES: No facilities for placing telephones on board. 
SERVICES: Surveyor, tally, hold cleaning, tank cleaning. 
GENERAL: Discharging ex-gearless vessel not possible at anchor 
SHORE LEAVE: Local Immigration Offices issue shore pass 
only 3 days, but 3 days extension possible if ship stays longer 
AUTHORITY : Port and Harbour Dept, Iwate Prefecture Go 
10-1 Uchimaru, Morioka City, lwate Pref., 020 Japan. Tel: (019%: 
3111. Contact: Masanao Takeda, Director, Port & Harbour Depart, 


AGENT: Sub-agents of Aall Barwil Agencies. 

Tobutsu Marine Co. Ltd., 2F Tobutsu Bldg., 4-10, Minato- 
chome, Kamaishi City, Iwate Pref. 026, Japan. Tel: (0193) 22% 
Telex: 8355-50 Marine J. Fax: (0193) 22-2679. Cables: Tobutsume, 
Kamaishi. 


KANAZAWA: 36.37 N. 136.35 E. 


DOCUMENTS: 
Ship's Register. 
International Tonnage Certificate. 
Last Port Clearance. 
5 copies Crew List. 
5 copies Passenger List (if passengers onboard). 
1 copy Stores List. 
1 copy Declaration of Crew's Baggage (only at first port of @ 
Japan). 
Voyage Memo (last 3 months). 


(See Pe 


Crew Member's Passports/Seaman's Books (only at first portole » 


Ship's Agent will prepare Inward/Outward Declaration, Cargo Mat 
and Manifest in Transit, using specific forms, therefore ship's # 
should be provided with necessary information about details of cap 
in advance. 

Inward/Outward Declaration and Application of Crew Men 
Landing Permits will be prepared by Ship's Agent. 

PILOTAGE: Pilotage should preferably be arranged through Ager 
telegram, telex or telephone, 36 hours prior to vessel's arrival. 

Pilot requests amendment to ETA at least 4 hours prior to vew 
arrival, but only during the daytime. 

Pilot. boarding position: 36° 37' 51"N., 
Quarantine Anchorage). 

In case of bad weather, and pilot cannot board at boarding pos 
which is located outside of breakwater, pilot will give advice to Ma 
Vessel will proceed to inner breakwater or change the boarding pos* 
etc. Vessel will be advised by VHF radio. 

ANCHORAGES: See "Pilotage”’. 
RESTRICTIONS: Anchoring at Inner Harbour (breakwater) is prone 
But in emergency cases, vessel should contact Maritime Safety Age 

Passage inward or outward to/or from Inner Harbour at night '* 
not advisable. 

MAX. SIZE: Max. LOA: No special requirements, but refer to Por 
when necessary. 

Max. draft: 10% U.K.C. required when berthing at pier. 

For Oil (Sekiyu) Pier: Draft must be under 6.20 m. 

HEALTH: Radio Pratique is available. Master must submit fole 
documents to Quarantine Officer after entering the port (throughs! 
Agent): 

Maritime Declaration of Health, Derat Certificate, Sanitary Inspe 
Certificate, Crew List, Inward Declaration by Ship's Agent. 

At first port of call in Japan, if Radio Pratique is not aval 
Quarantine Officers attend vessel, only from daylight to sunset! 
Master to show all Vaccination Lists/Cards and Derat Exe 
Certificate. 

In case vessel arrives from cholera infected area within 10@ 
Master must advise crew and passenger's health condition ® 
Quarantine Officer. 

RADIO: Recommended that Master communicates with Agent 1 
Choshi Radio or Nagasaki Radio, which cover all ports in Japa" 
VHF: No Port Radio Station at Kanazawa. In emergency cases. 
should contact ‘“Fushiki Hoam" (Maritime Safety Agency) ” 
Channel 16, but communication is limited to Port Regulation ™ 
However, pilot can talk to you from pilot boat or from the pier (oF 
owned VHF-radio). When approaching or when within radio rag 
whilst at the anchorage, vessel should maintain listening watch 0” 
Channel 16. 

TUGS: 1 tug of 2,700 h.p. is available (“Inuwashi Maru", ow® 
Prefectural Government). Usually tug’s line is used for berthing 
unberthing. Additional tugs are not available. 

BRIDGES: None. 

MEDICAL: No advance notice required, except on Sundays, noe 
and in an emergency. 

DENSITY: Average 1022. The density is not affected by tide 
FRESH WATER: Available from pipeline on piers. Cost: Yen” 
FUEL: No bunker supply facilities. 


136° 35’ 10"E. & 


gatHNG: 


Permissible 
hn Length Depth Draft LOA Capacity 
ete mm.) (m)— (mm) wet) 
., Pier 600 7.0 6.2 600 6x 5,000 (Tanker) 

wr” Tottei 270 5.5 5.0 80 3x 2,000 
WP er 390 75 7.55 390 3x 5,000 

Pier 370 9.0 8.3 370 2x15,000 

Pier 370 9.7 8.7 370 2x15,000 

~ ima Pier 220 9. 8.3 240 1%x10,000 
aay joad/discharge is done by ship's own gear. 
Te Crane Owner Working Load Number 
“Crane Kanazawa Koun Co. 20 tons 1 
« Crane Kanazawa Koun Co. 50 tons 1 
‘crane ‘Ishikawa Prefecture 50 tons 1 
x Crane Kanazawa Koun Co. 80 tons 1 


- 


yx Crane Ishikawa Prefecture 200 tons 
CARGO FACILITIES: No facilities available. 
/ALISED CARGO HANDLING FACILITIES: Facilities for handling 
2G. at Sekiyu Oil Pier No. 5 and 6. 

“¢/EDORES: Stevedores available in daytime on weekdays, except 

*sajonal local and stevedores’ holidays. 

‘y east 24 hours prior notice, excluding Sundays and holidays 

in order for Agent to arrange stevedores. 

«WKERS: See “Berthing”. 

‘gl fences are available at both ends and centre of the Sekiyu Pier. 

# PRECAUTIONS: Night time working is prohibited. Cars and trucks 

ave permission from Fire Department to enter. 

¢NSULS: None. 

@AIRS: Only minor repairs possible. 

sy DOCKS: None. 

yaVEYORS: None locally, can be arranged from Tokyo, Yokohama 
kobe area. 

NGWAY/DECK WATCHMEN: Not specially required. 

4ICHES: Stevedores will open and close hatches if requested, but 

wmally undertaken by crew. 

9STOMS ALLOWANCES: Under Customs law, 200 cigarettes and 

ste of whisky for each crew member a week to be held out of bond. 

®@ATRIATION: Possible. 

PORT: Distance from Kanazawa Port to Komatsu Airport is about 

im. Regular domestic flights: Komatsu — Tokyo: 6 flights a day. 

natsu — Fukuoka: 2 flights a day. Komatsu — Sapporo: 1 flight a day. 

matsu - Sendai: 1 flight a day (suspended during Winter). Komatsu 

(knawa: 1 flight a day. 

niernational flights: Komatsu — Seoul (Republic of Korea): 2 flights a 

wx (Tuesday and Friday). Seoul — Komatsu: 2 flights a week (Monday 

od Thursday). 

‘ME: GMT plus 9 hours. No alterations made to clocks during year. 

®UDAYS: Sundays, national holidays, local holidays, New Year's 

«ays. Other provisional holidays arranged by stevedores. 

*UCE/AMBULANCE/FIRE: Police Tel: 110. Ambulance/Fire Tel: 119. 

"LEPHONES: No arrangements for placing telephones on board. 

£RVICES: Radar repairs possible, but depends on manufacturer. 

§UNKS: Hokkoku Bank (Toiya/machi Branch), 66, Toiya-machi, 2- 

tone. Tel: 37-6404. 

SNORING: See Prelims”. 

\) Vessel will be stored by truck. 

2 Consultation needed with stevedores, in case of dangerous cargo 
stored on the pier or fumigation of logs going on at the pier. Trucks 
will be regulated by law (Harbour Master and Plant Quarantine 
Laws, etc.). 

3) Trucks can proceed alongside the berth, but only when stevedores 
are not working onboard or at the pier (after working hours, lunch 
time, stevedore's holiday, etc.). 

4) Forklift trucks not used on the jetty for storing. 

5) Must receive Customs permission before storing (Declaration of 

_ Loading of Ship's Stores). 

» No local riggers available. 

LEAVE: Local Immigration Officers issue shore passes valid 

"5 days. 

"RGENCY CO-ORDINATION CENTRE: 

*a accident (Maritime Safety Office): 67-4999. 

ot Fire Department: 38-1300. 

®NERAL: Kanazawa Port is an artificial river port, designed at the 

™h of the Ono River. Since outside of the breakwater is open sea, 

ster is requested to pay attention to safety while at the outside 
Sorage, particularly during Winter season. Also, requested to be very 
Ul about fishing nets and fishing boats. 
Suing and after the rain, a large quantity of river water flows into the 
a, and current near the pier becomes fast, about 1.5 knots, so Master 
“Stake it into account. 
“val: Kanazawa Branch Customs: Tel. 67-4490. 
2 hed Office of Niigata Quarantine Station: Tel. 68-0062. 

ant Protection Station: Tel. 68-0001. 

nazawa Maritime Safety Office: Tel. 68-0329. 
cnszawa-Nishi (West) Government Office, 12-103 Gaiku, Sainen, 

a. 


“migration Office of Kanazawa: Tel. 22-2450. 
rs a Office of Kanazawa, 12, 4-chome, Minato, Kanazawa. 
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wen West-Police Office, 1-1-1, Kanaiwa-machi, Kanazawa. 
Mn RITY: Kanazawa Port, Government Office Building, 13, 4-chome, 
to, Kanazawa. 
‘a : Sub-agents of Aall Barwil Agencies. 
ig Koun Co.Ltd., 11, Minato 4-chome, Kanazawa City, 
«4 Pref. 920-02, Japan. Tel: (0762) 68-1811. Telex: 5122-429 
J. Fax: (0762) 68-1816. Cables: Koun Kanazawa. 


JAPAN 


KANDA: 33.47 N. 131.00 E. (See Plan) 


LOCATION: Kanda Port is located in the Southern part of Moji Port. 
N.E. side of this port is sheltered by the Suo-Nada open sea. Located 
at the port are Nissan Motor Vehicle’s motor pool and export wharf, and 
some cement maker's wharves. Imported coal in bulk and export cement 
in bulk also handled. 

DOCUMENTS: When vessel arrives direct from a foreign port, Customs 
Officials will board to search, and the following documents are to be 
submitted: 

Ship's Register. 

International Tonnage Certificate. 

Voyage Memo (ports of call) 

3 Crew Lists, including Passport numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 

LP cdg radio, firearms/swords, etc. (only at first port of call in 

apan). 

Ship's Agents will prepare Inward/Outward Declaration, Cargo 
Manifest and Cargo Manifest in Transit using specific forms. Therefore 
ship's Agents should be provided with necessary information about 
details of cargoes in advance. 

PILOTAGE: Pilotage in/out not compulsory. Cable address of pilot 
station “Anjin Moji”. 48 hours and 24 hours advance notice of ETA 
required, and any change in ETA. Pilot boards off Kanda Anchorage 
(Lat. 33° 48’ 03” N., Long. 131° 03’ 02” E.). Inland Sea Pilots are 
available from Sekisaki, Hesaki or Mutsure, if required. 
ANCHORAGE: Kanda Anchorage (See “Pilotage”’). 

RESTRICTIONS: Strictly no entry after sunset. 

MAX. SIZE: Max. permissible LOA 210 m., max. draft 10.0 m. (9.7 m.). 
HEALTH: Pratique available at Hesaki or Mutsure Anchorages. If vessel 
from East, formalities will be carried out at the Hesaki Anchorage. If 
vessel from West, formalities will be carried out at the Mutsure 
Quarantine Anchorage. After Free Pratique granted, vessels have to 
pass the Kanmon Channel enroute to Kanda. 

Bacto Pratique available. Send cable to Agent within 36 hours of 
arrival. 

RADIO: Recommended that Master communicates with Agent through 
Choshi Radio or Nagasaki Radio, which cover all ports in Japan. 
Westbound vessels to contact Choshi Radio and Northbound vessels 
to contact Nagasaki Radio respectively. 

VHF: Master should call “Kanda Port Radio” on Channel 16. Service 
ye 50 miles from port area. 

TUGS: Tugs normally join vessel at Kanda Anchorage. 4 tugs available, 
13,100 h.p. and 33,000 h.p. 


BERTHING: 
Public Wharves: 
Berth No. Length Depth Remarks 
(m.) (m.) 
No. 1 370 10.0 2x 15,000 d.w.t. 
No. 2 130 To 15,000 d.w.t. 
No. 3 110 6.5 13,000 d.w.t. 
No. 4 150 5.5 2x 2,000 d.w.t. 
No. 5 386 4.5 6x 700 d.w.t. 
No. 6 7 4.5 1700 d.w.t. 
No. 7 130 res) 15,000 d.w.t. 
No. 8 260 TAs 25,000 d.w.t. 
No. 9 440 4.5 7700 d.w.t. 
No. 10 370 10.0 2x 15,000 d.w.t. 
No. 11 185 10.0 1x 15,000 d.w.t. 
No. 12 10 3.0 _ 
No. 13 351 3.0 _ 
No. 14 100 2.0 
A 175 2.0 
B 175 2.0 
Private Facilities: 
Berth No. Length Depth 
(m.) (m.) 
No. 15 Kyusyudenryoku Wharf 18 3.0 
No. 16 Kyusyudenryoku Wharf 104 7.5 
No. 17 Aso Cement Wharf 35.4 7.5 
No. 18 Aso Cement Wharf 28 Ao 
No. 19 Aso Cement Wharf 74 6.0 
No. 20 Ube Kosan Wharf 86 Wn) 
No. 21 Ube Kosan Whart 46 6.0 
No. 22 Ube Kosan Wharf 33.5 4.5 
No. 23 No. 1 Mitsubishi Kogyo Cement Wharf 55.4 4.5 
No. 24 No. 2 Mitsubishi Kogyo Cement Wharf 19 6.0 
No. 25 No. 3 Mitsubishi Kogyo Cement Wharf 48 (ee 
No. 26 No. 4 Mitsubishi Kogyo Cement Wharf 190 11.0 
No. 27 Yutaka Kozai Wharf 215 4.5 
No. 28 Ube Kosan Wharf 55 6.0 
No. 29 Nihon Cement Wharf 49 ee 


Remarks: In case of vessel's draft exceeds 9.0 m., entry/departure 

only practicable at HW. 
STEVEDORES: At least 24 hours prior notice, excluding Sundays and 
holidays, required in order for Agent to arrange stevedores. Vessel must 
constantly keep her Agent advised of ETA. If stevedores cannot 
commence loading/unloading at time notified by the Agent, the orderers 
must pay for waiting time. If cargo gear not rigged on berthing, 
stevedores will do same for ship’s crew at additional cost. 

Overtime surcharges: 1630 hrs. — 2120 hrs. (60%) additional of basic 
stevedorage. 2130 hrs. — 0500 hrs. next morning, 130% additional. 
Sundays/holidays 100% additional. 

MEDICAL: No advance notice required, unless urgent. 

DENSITY: Average 1025 in Winter. 

FRESH WATER: Available from barge and hydrant. 

FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 
Osaka Bay and Kanmon Port. At all other ports, bunkers will be ligntered 
from the nearest bunker stock ports at maximum 7 days prior notice. 
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CONSULS: No local representatives. Marine Note of Protest can be 

attended by local notary public. 

REPAIRS: All kinds of repairs can be undertaken by Moji repairers. 

DRY DOCK: Mitsubishi Heavy Industries, Koyo Dockyard at 

Shimonoseki. 

GANGWAY/DECK WATCHMEN: Not 

passengers or valuable cargo on board. 

OPENING/CLOSING HATCHES: Stevedores carry out opening and 

closing hatches. If any time lost by ship's crew doing this work, 

stevedores charge ship for waiting. Recommend request stevedores for 

this work, unless crew can complete before berthing. 

CERTIFICATES: Ship's Register to show Customs Inspector ship's 

registered gross and nett tonnages. Valid Cargo Gear Certificate 

sometimes required by stevedores when cargo gear maintenance 

appears to be poor. 

CUSTOMS ALLOWANCE: Only allowed 60 cigarettes to take ashore, 

but no spirits. 

REPATRIATION: Possible. 

AIRPORT: Nearest Fukuoka Airport, about 2 hours by train and taxi. 

JAL, ANA and overseas airlines operate services. 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 

POLICE/AMBULANCE/FIRE: Police 110; Ambulance and Fire 119. 
Public telephone booth available near by the berth. 

TELEPHONE: No facilities for placing telephones on board. 

SHORE LEAVE: Local Immigration Offices issue shore passes valid for 

only 15 days when Kanda is first port of call in Japan. Extension possible 

if ship stays longer. 


specially required, unless 


SHIPMASTER’S REPORT: January 1994. 

Radio: Communications as for “Hibikinada’ were all made through the 
Agent, who advised the pilot boarding time some days in advance. 
Anchorage: Anchorage recommended by the Agent was about 2 miles 
West of the channel entrance buoys. A number of vessels anchor in this 
area and there is no specific anchorage position. 

Cleaning: Hold cleaning is not permitted in the Inland Sea or at Mutsure 
Anchorage. The Vessel was advised to go 50 miles offshore in order to 
clean the holds prior to loading. 

Approaches: Found to be as charted on B.A. Chart No. 3225, except 
as follows: 

Buoy No. 9: Green pillar buoy has been added in position 0.73 miles 
from the South Breakwater Head F.FI (2) G light on the pecked dredged 
channel line. 

Two additional buoys marking a channel for small vessels between 
the South and Outer Breakwaters in the following approximate positions 
— Red pillar buoy 085° x 0.27 miles and Green pillar buoy 103° x 
0.39 miles from the South Breakwater Light. 

The tower in position 081° x 0.53 miles from the South Breakwater 
Light has been partly demolished. 

Pilotage: Pilotage is not compulsory, but recommended both inward and 
outward. The Pilot will board from a tug just off Buoys No. 1/2, and will 
leave by tug at any point after Buoys No. 5/6. 
Berth: The vessel berthed port side to the Mitsubishi Berth in 
approximate position 33° 47.5’ N., 131° 00’ E. 

The berth is well fendered. Berthing was port side to. The vessel 
turned off the berth with the assistance of 2 tugs made fast with tug’s 
lines on the starboard bow and quarter. Line boats are used to run the 
head and stern lines, and the tugs hold the vessel alongside until 
mooring is finished. 

Unberthed with 2 tugs pulling the vessel off the berth. 

The berth is for loading cement and cement clinker, with small 
specialised cement carriers arriving and leaving regularly at berths 
forward and aft equipped with cement loaders. 

Cement clinker is loaded through a dust protected spout lowered into 
the hold from a movable gantry. Loading rate for 38,500 tonnes was 
poe 20 tonnes/hr. overall, including shifting times for the gantry between 

olds. 

The cargo comes in hot and loading is continuous, even in rain. The 
Charterers give a letter requesting the vessel not to stop loading for 
rain. 

Airdraft under the loader is given as 12.0 m., but it was estimated that 
under the spout end it was about 1.0 m. more than this. 

There is plenty of clearance under the gantry arm for side opening 
hatch covers. 

Depths: The vessel was given a maximum permissible draft of 11.0 m. 
and sailed at 10.58 m. (aft), 2 hours before H.W. predicted at 2.9 m. 

There is plenty of water in the harbour, the governing depths being 
in the Approach Channel at Buoy No. 9 (0.73 miles from the South 
Breakwater Head). 

Clearance: Clearance inward and outward is carried out by the Agent. 
The port is restricted and no contact is permitted with ships at anchor, 
except normal radio communications. 

Shore Passes: Shore passes issued at a previous port can be updated 
and will be collected at the final port in Japan. 

Shore Leave: Shore leave is permitted, but access to the shore is by 
launch from the offshore gangway. Ship's personnel are not permitted 
to pass through the shore installation. 

Fresh Water: Available by barge. 

Services: All available at higher than average prices. 


AUTHORITY: Kanda Port Administration Office (Fukuokaken 
Kandakomusho), 29 Banch Minato-machi, Kanda-machi, Fukuoka Pref. 
Tel: (093) 434-0585. Contact: Katsuaki Yano, General Manager. 


AGENT: Sub-agents of Aall Barwil Agencies. 

Green Shipping Ltd., Moji, 9-7, Minato-machi, Moji-ku, Kitakyushu 
City, Fukuoka Pref., 801 Japan. Tel: (093) 321-4261. Telex: 7153-11 
Greenm J. Fax: (093) 321-4288. Cables: Greenship Moji. 
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KANMON-KO (Kanmon Harbour). (See, 


According to Japanese Harbour Area Regulations, Moji, Sh; 
Kokura, Tobata, Wakamatsu and Yawata are respective 
included in one port namely Kanmon Harbour. The expression ® 
port as “Kanmon” has been used in charter parties, where these Mi 
are considered to be one port. Vessel’s movements within the.” 
is treated as shifting berth in the same port. Therefore, if vessa 
more than 2 ports within this area, such calls are covered 
payment of tonnage dues. However, at Tobata, Wakamatsu anqy, 
port dues are levied in addition to tonnage dues. il 

Entry/departure procedures to Customs, Immigration and Ot Hay 
Master should be effected at each port, as those officials are Stal, 
individually at each port. 

Pilotage is compulsory for vessels over 10,000 g.r.t. Passing try 
Kanmon Channel. 

Also see “General” before first port. 

Wakamatsu included in area of Hibikinada. 
AUTHORITY: Kitakyushu Port and Harbour Bureau, 2-7 Nishi- 
chome, Moji-Ku, Kitakyushu City, 801 Japan. Tel: (093).32\% 
FAX: (093) 321-5915. 

Shimonoseki Port and Harbour Bureau, 1-1, Nabe-Cho, Sh 
City, Yamaguchi Pref., 750 Japan. Tel: (0832) 31-1111. FAX: (0g) 
1300. 


AGENT: Sub-agents of Aall Barwil Agencies. 

Green Shipping Ltd., Moji, 9-7 Minato-machi, Moji-ku, Kitakyush) 
Fukuoka Pref., 801 Japan. Tel: (093) 321-4261. Telex: 7;% 
Greenm J. Fax: (093) 321-4288. Cables: Greenship Moji. 


KANOKAWA: 34.11 N. 132.26 E. 


(PORT STATUS: CLOSED PORT) 
DOCUMENTS: 
Ship's Register. 
International Tonnage Certificate. 
Last Port Clearance. 

5 Port of Call Lists (for lwakuni and Kanokawa). 

1 Maritime Declaration of Health. 

Crew Lists including Passport Numbers. (For Iwakuni and 
Kanokawa.) 
Passenger Lists. (For lwakuni and Kanokawa.) 

2 Stores Lists. (For lwakuni and Kanokawa.) 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, cay 
wrist-watch, radio, firearms/swords, etc. (only at first porta: 
in Japan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 @ 
Manifest and Cargo Manifest in transit using specific forms. Thee 
ship’s Agent should be provided with necessary information aboutos 
of cargoes in advance. 

Customs: Formalities are to be carried out at the ship's last callingy 
in Japan or lwakuni Port for entering Kanokawa Port (Closed Por 
to proceeding to Kanokawa Port. 

PILOTAGE: Inland Sea pilotage should preferably be arranged tt 
Agent by cable via Nagasaki Radio or Choshi Radio, giving 72'% 
notice. Urgent correction of ETA outside business hours shout 
cabled direct to pilot station. Inland Sea Pilot Association covet 
Inland Sea ports. Pilotage compulsory for vessels over 10,0005 
Pilots obtained from 1 of 3 pilot stations dependent upon vesses! 
port of departure and at Master's discretion. Pilotage avd 
throughout 24 hours and 72 hours’ advance notice preferred, ther 
advising any alterations. Most Inland Sea Pilots also act as Hat 
Pilots up to berth or anchorage at destination. 

Note: VHF Communication available with Iniand Sea Pilot stations* 
see “Shipmaster's Report” before first port. 

Inland Sea Pilots board at the following positions: 

1. Vessels transitting Bungo Channel: 

Inland Sea Pilot boards at Sekisaki Pilot Station (33° 13’ N., 131° 5: 
Telegraphic address: “Anjin Saganoseki”’. 

2. Vessels transitting Kanmon Strait: 

Kanmon Strait pilot boards at Mutsure Pilot Station (33° 595 
130° 52.6’ E.) (compulsory over 10,000 g.r.t.). Telegraphic adi 
“Kanmon Pilot Moji”. 

Inland Sea Pilot boards at Hesaki Pilot Station (33°58! 
131° 01.1' E.). Telegraphic address: “Anjin Moji”. 

3. Vessel transitting Kii Strait: 
Osaka Bay Pilot boards at Tomogashima Pilot Station (341! 
135° 00’ E.). Telegraphic address: “Osakabay Pilot’. 7 | 

Inland Sea Pilot boards at Wadamisaki Pilot Station (34° 35’ @ 
135° 08’ 24” E.) (compulsory over 10,000 g.r.t.). Telegraphic ante 
“Anjin Kobe”. 

Note: VHF communication with pilot station available as follows: 


(See Pe 


Call/Answer Communicator 
Name of Station Channel Channel 
Oita Port Radio 
(for Sekisaki) 16 14 
Shimonoseki Port Radio 
(for Mutsure) 16 14 


Kobe Port Radio 
(for Wadamisaki) 16 14 

4. Most Inland Sea Pilots act as harbour pilots up to berth or ancet 
at destination. If vessel requires only harbour pilot, harbour pilo\®™ 
off Kanokawa in approximate position: 34° 08’ 00” N., 132° 24 x 
ANCHORAGES: No anchorage at Kanokawa Port. Vessel is 
anchor off Kanokawa Port in approximate position Lat. 34 
Long. 132° 24’ 30” E., if vessel arrives at night time, or if berth 
by preceeding vessel. Depth is 25.0 m. 
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| snc TIONS: No berthing or unberthing from one hour after sunset 


nour before sunrise. 
| iy SE: Length 270 m., draft 14m., deadweight 125,000. See 


acd At first port of call in Japan, vessel must obtain Free Pratique. 
a vessels anchor at lwakuni Quarantine Anchorage, where the 

aes board and grant Free Pratique. 
0: Recommended Master communicates with Agent through 
sh Radio or Nagasaki Radio which cover all ports in Japan. If 
ogetcally West bound vessel to contact Choshi and Northbound to 
vec, Nagasaki Radio respectively. Telex communication available 
pagent if vessel equipped. 

-Hioshima Port Radio. Channels 11, 12, 14 and 16. 

No radar station at Kanokawa Port. 

gs: All kinds of tugs available, from 2,600 h.p. to 3,300 h.p. Tugs 
ally join off Kanokawa Port, and usually tug’s lines used, without 


gcnarge. “ 
SHIN: See “Tankers”. 


anes: None. 

ux HANDLING FACILITIES: None. 
i@0GES: No bridge restrictions. 
sgyEDORES: None. j 
CAL: No advance notice required, except after office hours and 
-4ndays and holidays. Vaccination against cholera available. 

KERS: MC Terminal: (Private wharf). 

gat No. 1: 

angth/Depth: 99 m./12.2 m. 

~missible DrafVLOA: 11.2 m./240 m. 

spacity: 30,000 d.w.t. 

wmber and Size of Manifolds: 1 x 6 in. 

wmber and Size of Shore Lines: 1 x 8 in. 

wx. Back Pressure on Shore Gauge: 3.0 kg./sq.cm. 

wax. Rate for Discharging: 350 kI./hr. 

twgo handled: Ethanol. 

at No. 3: 

ngth/Depth: 159 m./15.4 m. 

temissible Draft/LOA: 14.0 m./270 m. 

tapacity: 125,000 d.w.t. 


Crude Oil Ethanol 
umber and Size of Manifold: STZ IN: 1 x 6in. 
umber and Size of Shore Line: 1 x 24 in. 1 x Bin. 
vax. Back Pressure on Shore 
Gauge: 5.0 kg./sq.cm. 3.0 kg./sq.cm. 
lax. Rate for Discharging: 3,000 kI./hr. 350 kI./hr. 
SITY: 1023. 


%&SH WATER: Available at berth, ex-pipeline. Average delivery rate 
-Nip.h. Cost per ton: Daytime Yen 600. Overtime, Sundays and 
ways Yen 800. 

‘EL: Most grades of domestic and bonded oil are available by barge 
nyat anchorage after completion of discharge, with 3 days’ advance 
we (Anchorage is also Closed Port, therefore the “Closed Port Dues” 
site assessed as same as entering Kanokawa Port). 

‘RE PRECAUTIONS: Following standard tanker berth regulations 


4) Cannot use ship's crane for loading vessel's stores. 

)) Cannot use radar after berthing. 

| Barge cannot come alongside vessel for loading oil or storing 

after berthing. 
4) Cannot use fire. 
YNSULS: No consuls at Kanokawa Port. 
‘PAIRS: Small repairs can be undertaken, subject to berth owner's 
‘mission. However, major repairs and the use of fire at the pier is 
My prohibited by the Hiroshima Maritime Security Board and the 
owner. 

YDOCKS: No dry docks at Kanokawa Port. 
\RVEYORS: Cargo inspections are available (attend from Kure Port). 
e of surveyors: 

Japan Marine Surveyor and Sworn Measurers Association. 

_New Japan Surveyors and Sworn Measurers Association. 
sks surveys are available (attend from Kure). Name of 
“eyors: 

Uoyd's Register of Shipping. 

American Bureau of Shipping. 

‘GWAY/DECK WATCHMEN: Not required. 
4ICHES: No cargo vessels enter Kanokawa Port (only tankers). 
‘STOMS ALLOWANCES: Allowed 60 cigarettes only. 
PATRIATION: Possible. 
‘PORT: Hiroshima Airport, approximately 60 km. from Kanokawa. 
cll okyo (Haneda Airport), 11 flights per day (domestic 


‘ioshima/Seoul, 7 flights per week (international airlines). 
‘GMT plus 9 hours. No alterations made to clocks during year. 
tk Port works on Sundays and national holidays, except 
XUCEAMBULANCE/FIRE: Police Station (emergency), Tel: 110: 
eon Nis 119; or Hiroshima Maritime Safety Agency, 
WERGENCY CO-ORDINATION CENTRE: Hiroshima Maritime Safety 
ae Tel: 082-253-3111. 
P TONES: No arrangements for placing telephones on board. 
a ICES: All navigation apparatus can be serviced as required with 
wie advance notice. 
S: 
1p toshima Bank, Kure Branch, 5-4, Hondori 3-chome, Kure, Japan. 
3823-21-5141. Fax: 0823-24-5575. 
é ae Bank, Kure Branch, 1-14, Hondori 2-chome, Kure, Japan. 
Pg 22-4921. Fax: 0823-21-0724. 
e UPPLY SERVICE: Makino Shipchandler, 5-1, Hondori 1-chome, 
‘Japan. Tel: 0823-21-4443. Fax: 0823-21-4899. 
“ratvhelicopter at Kanokawa Port. 


JAPAN 


STORING: See “Prelims”. 

. Ship's stores loaded by hand. 

. Loading of ship's stores during discharging of cargo is possible. 
Truck cannot proceed alongside at the berth (truck is to remain 
about 200 m. from ship). 

Cannot use fork truck at berth. 

. Must obtain Customs clearance before loading ship's stores. 

. Riggers available to assist with storing. 

SHORE LEAVE: Kure Immigration Officer issues shore passes, if crew 
members have valid Passport or Seaman's Book. 

REGULATIONS: Special regulations for tankers apply for tankers 
berthing at MC Terminal. 

DELAYS: If vessel arrives at night time, it must wait at the anchorage. 
GENERAL: Kanokawa Port is local port, which makes it difficult to 
arrange all requirements. At least 3 days notice helpful. 

AUTHORITY: Ohgaki Doboku (Public) Office, 25 — 3 Oaza Ohara, 
Ohgaki-Cho, Saiki-Gun, Hiroshima Pref., Japan. Tel: 0823 — 57 — 3434. 
(Note: This is a Closed Port, therefore there is no Port Authority.) 


AGENT: Sub-agents of Aall Barwil Agencies. 

Naigai Unyu Co. Ltd., 1-7, Nakadori 1-chome, Kure, Hiroshima, 
737 Japan. Tel: 0823-21-4952. Telex: 662340 Naigai J. Fax: 0823-25- 
3728. Cables: Naigai Kure. 


On WN 


KASAOKA: 34.23 N. 133.26 E. (See Plan) 


Located on central Northern coast of Setonaikai (Inland Sea) and on 
border of Hiroshima Prefecture and Okayama Prefecture. 
DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

3 Crew Lists, including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 copy Voyage Memo (last 3 months). 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call 
in Japan). 

Ship's Agents will prepare Inward/Outward Declaration, 1 Cargo 

Manifest and Cargo Manifest in Transit, using specific forms. Therefore 
ship's Agents should be provided with necessary information about 
details o sat hee in advance. 
APPROACHES: Main approach channel (leading to raw material 
discharging berths and pipe loading berth). Depth 16 m. (52 ft. 6 in). 
Width 350 m. (1,148 ft.). Distance from quarantine anchorage to “A” 
Berth, 9,500 m. 

Pilot undertakes berthing vessels at “A”, “B”, “M” or “L” Berths, with 
draft up to 16 m. Vessels drawing over 15.5 m. may berth at high tide. 

Branch channel (leading to loading berths except pipe berth). Depth 
11m. (36 ft.). Width 300m. (984 ft.). Distance from quarantine 
anchorage to Export Berth No. i: 11,500 m. 

PILOTAGE: Inland Sea Pilotage should preferably be arranged through 
Agent by cable via Nagasaki Radio and/or Choshi Radio, giving 72 hours 
notice. Urgent correction of ETA outside business hours should be 
cabled direct to pilot station. Inland Sea Pilot Association covers all 
Inland Sea ports. Pilotage compulsory for vessels over 10,000 g.r.t. 
Pilots obtained from one of two pilot stations dependent upon vessel's 
last port of departure and at Master’s discretion. Pilotage available 
throughout 24 hours and 72 hours advance notice preferred, thereafter 
advising any alterations. Most Inland Sea Pilots also act as Harbour 
Pilots up to berth or anchorage at destination. 

Note: VHF communication available with Inland Sea Pilot Stations. Also 
see “Shipmaster's Report” before first port. 

1. Wadamisaki, at entrance to Kobe (vessels transitting Kii Straits) 
Position Lat. 34° 34.09’ N., Long. 135° 07.54’ E. Telegraphic address 
“Anjin Kobe”. 

2. Sekisaki, 3 miles South of Sekisaki Lighthouse. (Vessels transitting 
Bungo Channel). Position Lat. 33° 13’ N., Long. 131° 54’ E. Telegraphic 
address “Anjin Moji”. In event bad weather, recommended vessels 
proceed shelter as near as possible, having due regard to safety, to 
Sekisaki pilot station. 

ANCHORAGES: Quarantine anchorage position: Lat. 34° 22.5’ N. and 
Long. 133° 26.3’ E., an area of 750 m. radius. 
RESTRICTIONS: Inland Sea (Setonaikai): 

1. Akashi Strait and Bisan Seto: All vessels, over 200 m. LOA shall 
navigate on Bisan Seto in daytime only and also vessels over 250 m. 
LOA have to have an escort boat when navigating on Akashi Strait and 
Bisan Seto respectively in accordance with the Maritime Regulations. 
Permissible draft on arrival 16 m., but 12 m. on departure. 

2. Kurushima Strait: The vessels, over LOA 200 m., shall navigate 
on Kurushima Strait at slack water in daylight and vessels over LOA 
250 m. and up to 300 m. have to have an escort boat when navigating 
on Kurushima Strait. 

The draft restrictions are as follows: The permissible draft for LOA 
from 200 m. up to 250 m. shall be less than 13 m. and LOA from 250 m. 
up to 300 m. shall be less than 11 m. 

Escort Boat: 2 escort boats with VHF available. Max. speed 24 knots, 
cruising speed 18 knots. 
MAX. SIZE: Pipe Berth: LOA 220 m., max. draft 11.0 m. 

Also see “Berthing”’. 
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HEALTH: Radio Pratique available. At first port of call in Japan, vessel 
must obtain Free Pratique. Quarantine Officers will attend vessel only 
from daylight to sunset and Master to show all Vaccination Cards and 
Derat Exemption Certificate. In case vessel arrives from cholera- 
infected area within 10 days, Master must advise crew and passengers’ 
health condition to respective Quarantine Office through ship's Agent 
prior to arrival and close all soil pipes before entering port. 

RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which cover all ports in Japan. If 
specifically Westbound vessel, to contact Choshi, and Northbound, to 
contact Nagasaki Radio respectively. 

VHF: “Fukuyama Port Radio” on Channel 16 (0600 — 2000 hrs.). 
TUGS: 5 tugs (3,600 h.p.) available in the Fukuyama Harbour. Additional 
tugs are available from other Inland Sea terminals. 

BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship’s Agent mainly by radio. Berthing/unberthing not carried out 
during hours of darkness. 

Nippon Kokan K.K. — Fukuyama Works. Private Berths. 

Pipe Berth: Length 399m., depth 11.00m., capacity 43,000 d.w.t. 
Cranes: 3 x 38 tons. 

Public Berth at Kasaoka: Terama Berth: Length 180 m., depth 5.50 m., 
fir yn 2,000 d.w.t. 

STEVEDORES: Pipe Berth: Stevedores available for loading pipes, 
except Sundays and 30th December — 4th January. 

For berth term contract on loading, at least 24 hours prior notice, 
excluding Sundays and holidays, is required, in order for Agent to 
arrange stevedores. 

If stevedores cannot commence loading at the time notified by the 
Agent, the orderers must pay for waiting time. 

Terama Berth: Stevedores available from Monday to Saturday, except 
holidays and 30th December — 4th January, for loading/discharging. 

All cargo loading/discharging by ship's gear and mobile crane. 

Working hours are from 0800 hrs. to 1800 hrs. only. 

MEDICAL: No advance notice required except on Sundays, holidays 

and in an emergency. 

DENSITY: Summer 1016 — 1022. Winter 1025. The density not much 

affected by tide, which is maximum 3.84 m. 

FRESH WATER: Available at any berth. Supply capacity 10 t.p.h. Water 

cage also available, capacity 300 tons. Minimum order 200 tons. 

FUEL: Bunkers by lighters from Kobe, Mizushima, Tokuyama or Moji 

area. Advance notice required, bunkering allowed at loading/discharging 

berth, daytime only. Oil fence required during bunkering. 

CONSULS: None. 

REPAIRS: Only minor repairs. For machinery, radio, radar, etc., are all 

arranged by firms located in Tokyo, Osaka and Kobe. 

DRY DOCK: None. Available at Innoshima or Mukayima and Tsuneishi. 

GANGWAY/DECK WATCHMEN: Not specially required unless 

valuable cargo on board. Steel Mill's guard are on watch at all gates. 

OPENING/CLOSING HATCHES: Stevedores carry out opening and 

closing hatches for loading steel products. Charge is assessed 

according to tariff. Recommend request stevedores for this work unless 

crew can complete it before berthing. For discharging raw materials 

eon rg ah hatches must be carried out by ship's crew before 
rthing. 

CERTIFICATES: Ship's Register to show Customs Inspector ship's 

registered gross and nett tonnages. Valid Cargo Gear Certificates 

sometimes required by stevedores when cargo gear’s maintenance 

appears to be poor. 

CUSTOMS ALLOWANCES: Only allowed 60 cigarettes to take ashore 

but no spirits. 

REPATRIATION: Possible. 

AIRPORT: Nearest airport is Okayama (70 km.), but Tokyo and/or 

Osaka are preferable due to convenience of traffic. 

TIME: GMT ee 9 hours. No alterations made to clocks during year. 

POLICE/AMBULANCE/FIRE: Report to Guardmen's office located at 

Middle Gate of Nippon Kokan. 

TELEPHONES: No arrangements for placing telephone on board. 

Private telephones connecting with offices in the compound of the 

Fukuyama Works are placed at each of the raw material berths. 

For vessels alongside export berths, private telephone available at 

foremen’s office located on berth. 

SERVICES: Hold cleaning. 

praca LEAVE: Local Immigration Offices issue shore pass valid for 
15 days. 

GENERAL: Kasaoka is a local and new port, developed along with the 
expansion of Nippon Kokan, Fukuyama Steel Works. 

AUTHORITY: Kasaoka Public Works Office, 2-5 Rokuban-cho, Kasaoka 
City, Okayama Pref., Japan. Te/; (08656) 3-5252. 


AGENT: Sub-agents of Aall Barwil Agencies. 
Nissan Senpaku Ltd., 1, Kokan-cho, Fukuyama City, Hiroshima 


Pref.721, Japan. Tel: (0849) 41-0535. Telex: 6436-11 Nissan J. 
Fax: (0849) 43-1104. Cables: Nissan Fukuyama. 
KASHIMA: 35.54 N. 140.42 E. (See Plan) 


DOCUMENTS: 
Ship's Register. 
Last Port Clearance. 
6 Crew Lists including Passport Numbers. 
6 Passenger Lists. 
1 Stores List. 
1 Crew Declaration List, i.e. cigarettes, wine, spirits and others, at 1st 
port only. 
3 Lists of Port of Calls, covering last 3 months. 
Other documents will be prepared by Agents. 
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APPROACHES: Normally the approaches to Kashima ate 
congested as some of the other ports of Japan, but in goog x 
large number of fishing and pleasure craft may be met, he 
fishing nets are placed on the sea bottom throughout the yea, ‘ 

Being free of off-lying dangers the approach to the Pilot Boa 
ground (except fishing nets) do not present any difficulty, 
presence of swell very often hampers the manoeuvre of the... 
carrying the Pilot. A convenient lee is required to enable the 
board. 

Approaches to Kashima Oil Co. Terminal: The berth approach. 
only during daylight hours. Pilots board, at the latest, one hoy 
sunset. * 

All traffic for entering into or departing from the pon, x 
movements inside the port are controlled from the signal station», 
centre of the port. For the signals shown please refer to H.0. Pay 
156 or B.A. Japan Pilot Vol. 1 (No.41). The type of control is “on 
for larger vessels. The signal station is not equipped with radar) 
but may contact a vessel via telephone and Ibarki Port Radio. 

The harbour entrance is marked by two buoys. 

Leading lights, 183.5°, are exhibited for steaming up the channg » 
depths in the outer channel are 24 m. and in the inner part 22 m 
chart datum. Tidal currents in the channel are weak, less than O5 ing 

No entry is made if wind velocity from Northerly directions is 7, 
or over, or from other directions 10 m./sec. or more. Also, bes 
operations are suspended if the wave height is 1.5 m. or more 

The tug that brings the Pilot(s) on board joins the vessel immed 
Other tugs join inside the breakwater. 

During periods of Northerly swell the entry channel is fully eis 
Vessels at low speed generally have difficulty in steering therefore » 
VLCCs are also required to attain a speed up to 6 knots until as» 
as 0.75 miles from C.O.P. (Crude Oil Pier) No. 1. The full power, 
tugs is normally sufficient to timely reduce the headway but ai» 
vessels poh ate! are also called for prompt and strong astern acy 
PILOTAGE: Pilot called through Agent. Pilot boards about 3 me 
N.E. from the end of South Breakwater, in vicinity of Lat. 36° 005 
Long. 140° 45’ E. 

ANCHORAGE: No suitable anchorage at present. Qua 
Anchorage indicated on chart is not used for quarantine purposes; 
is too close to the channel. Vessel can choose her anchoring» 
herself, but should keep enough distance from the South Breaky 
and Northerly directions from the breakwater is recommex 
Quarantine Officials board vessel upon berthing, but if requesix 
Agents, and sea condition is good, Quarantine Officials can alsoh 
vessel at the Anchorage, using a tug. Transportation betwee 
Anchorage and shore is only by tug. Nothing is supplyable 2) 
Anchorage. Generally, anchor holding ground is not good ands 
causes dragging of anchor. 

RESTRICTIONS: Pilots board vessel from 0600 hrs. to one hour be 
sunset for inward operations, and from 0600 hrs. to 2100 hrs. for oute 
operations. But for vessels of more than 50,000 gross tons, pilots 
only during daytime. 


Passages: 
Name Width Depth 
(m.) (m.) 
Central Passage 400 — 600 19-13 
South Passage 300 — 430 12-10 
North Passage 300 13 — 10 
Outport Passage 480 — 540 24 - 22 
MAX. SIZE: Tankers: 
Max. Max. Max. Safe 
Berth d.w.t. L.O.A. Draft 
(tons) (m.) (m.) 
C.O.P. No. 1 250,000 340 19.0 
(Crude Oil Pier) 
C.O.P. No. 2 100,000 258 13.8 
C.O.P. No. 3 80,000 238.5 12.4 


Bulk carriers have entered with draft up to 44 ft. 
HEALTH: Radio Pratique is available if application is mat 
accordance with Japanese Regulations. Quarantine Officers wil 
vessel only from daylight. Master to show all Vaccination Cards, ® 
Exemption Certificate, Ship's Register and Crew List. In case ® 
arrives from cholera-infected area within 10 days, Master must &® 
crew and passengers’ health condition to respective Quarantine & 
through ship's Agent prior to arrival and close all soil pipes ® 
entering port. 
RADIO: Recommended Master communicates with Agent the 
Choshi Radio or Nagasaki Radio which cover all ports in Jap® 
specifically Westbound vessel to contact Choshi and Northbou® 
contact Nagasaki Radio respectively. ‘ 
VHF: 50 Watt powered base station operates at Oh-aza Igiri, Ke" 
machi, using call sign “Ibaraki Port Radio’, continuous W 
maintained 24 hours on Channel 16, all calling should be on On 
16, and working Channels 14 and 12. Tugs (including Pilots) 
400 mHz. 

Station handles all traffic about pilotage, etc. Station not yet ment 
in List of VHF stations (Radio Holland). Agents pay fee per ship p’ 
call for using the station. 
BERTHING: No specific requirements. Pilot boarding time will be™ 
by ship's Agent, mainly by radio. 


Number vie 

of For CaF 

Name Depth Length Berths Ships Hate 

(m.) (m.) (d.w.t.) 

*Fuka-Shiba Public Wharf 5.5 300 3 2,000 Sundre 
Berths 

*South Public Wharf Berths —10.0 800 4 15,000 Suna 

*South Public Wharf Berth -— 7.5 520 4 5,000 Sunone 

a) Heavy Oil & Sundries - 7.5 130 1 5,000 Heavy ® 

born” Sung 

Raw Materials Berths -16.0 451 3 5,000x2 Coal. 

80,000 x 1 


what 2a & 


as 


“= 8a @ 


Rass SF AF SS 


an 


Number Major 
of For Cargo 
Depth Length Berths Ships Handled 
# (m.) (m.) (d.w.t.) 
ygierials Berths —19.0 749 2 150,000 Iron ore, coal 
aid perth —14.0 300 1 50,000 Sand, gravel, 
= iron and steel 
yewactured Goods -12.0 1,210 6 50,000x5 Iron and steel 
pets 
Goods 7.5 572 5 3,000x1 Iron and steel 
watered 5,000 
as Berth 6.0 175 1 3,000 Sundries 
weather Berths - 75 410 3 5,000 Sundries 
wy spiral Berth -60 127 1 3,000 Sundries 
syde Oil Pier No. 1 —22.0 129 1 200,000 Crude oil 
"ge Oil Pier No. 2 -16.0 768 1 100,000 Crude oil, 
? LPG 
syde Oil Pier No. 3 —14.0 39.6 1 80,000 Crude oil, 
? heavy oil 
Naphtha 
Piers ='6.0 94 2 3,000 LPG 
siping Piers = 6.0 588 12 3,000 Petroleum 
products 
sipping Piers — 6.0 659 6 3,000 Petroleum 
tn) products 
seavy Goods Berth — 5.0 120 1 1,000 Sundries 
<900-ton Dolphin - 7.5 50 1 5,000 Heavy oil 
90,000-ton Pier —16.0 232 1 100,000 Raw salt, 
Naphtha 
»5,000-ton Pier —13.0 280 1 65,000 Cereals 
syoping Berths (Pier) — 6.3 575 5 500x1 Cereals 
to 2,000 x1 
3,000 x3 
§000-ton Pier —13.0 281 1 65,000 Cereals 
snoping Berths (Pier) - 6.3 370 3 2,000x1 Cereals 
3,000 x2 
» {eno Grain Terminal —13.0 280 1 65,000 Cereals 
Berth 
»vanulactured Goods —10.0 70 1 1,600 Machinery 
Berth 
figh-pressure Gas — 1.6 29 1 3,000 Chemicals 
Doiphin 
io. 8 berth —10.0 195 1 15,000 Chemicals 
9 berth = '6.0 28 1 3,000 Chemicals 
| (Dangerous Cargo & — 6.0 336 4 3,000 Chemicals 
High-Pressure Gas 
Berths 
Wanufactured Goods = FA(s 145 1 3,000 Chemicals 
Berth 
»Raw Materials Berths — 6.0 150 1 1,500 Chemicals 
Joint Berth for Two - 7.0 140 1 3,000 Chemicals 
Companies (A) 
» Raw Materials- —10.0 400 2 15,000 Silicon Sand 
Wanufactured Goods 
Berths 
» Raw Materials- = 7.5 255 2 5,000 Chemicals 
Vanufactured Goods 
Serths 
ont Berths for Four =—-7.0 230 2 3,000 Chemicals 
Companies (B) 
ding Stages at the — 4.0 458 = —_ _ 
_@ntral Vessel Basin 
‘asi Oil Dolphin = 15.5 27.2 iz 3,000 —- 
ding Stages at the = 2:5 500 — = ne 
asin for Small Vessels — 2.5 
to 
="6.0 
9 Berths - 45 939 — —_ — 
‘ — 5.0 
‘@uko Berths =o.) 113 _ — — 


#) Sumitomo Metal Industries Ltd. 

») Kashima Oil Co. Ltd. 

») The Tokyo Electric Power Co. Inc. 

)) Kashima Chlorine & Alkali Co. Ltd. 
*) Showa Sangyo Co. Ltd. 

') Zen-Noh Silo Co. Ltd. 

i Kanto Grain Terminal Co. Ltd. 

|) The Shin-Etsu Chemical Industry Co. Ltd. 
|) Mitsubishi Petrochemical Co. Ltd. 
) Mitsubishi Petrochemical Co. Ltd. 
|!) Japan Synthetic Rubber Co. Ltd. 
_) Takeda Chemical Industries Ltd. 
'&(0) Asahi Glass Co. Ltd. 

4) Asahi Glass Co. Ltd., 

B Mitsubishi Gas-Chemical Co. Inc. 

) Asahi Denka Kogyo K.K., 

Kuraray Co. Ltd., 

Mitsubishi Gas-Chemical Co. Inc., 
‘>,,,“anegafuchi Chemical Industry Co. Ltd. 
| noe Berth. 

hen Usually joins vessel at anchorage where Pilot boards; Tug's lines 


TEAL: No advance notice required unless urgent. 

eer RS; Requirements prior to arrival: Manifold position, number and 
al and internal diameters. Reducer: type (ASA or JIS, etc.) and 

Nady and internal diameters. Ship's ETA and draft are to be reported 

loti: ETA is to be advised if any changes. 

"g Procedure and Mooring at C.O.P. No. 1: Normally 3 to 5 tugs 

bok @nd are employed in a combination of “alongside” and “on the 


JAPAN 


Vessels always berth port side to. The normal procedure is to bring 
the vessel to a stop, parallel to the berthing face, at a distance of 100 m. 
— 150 m., and then warp her alongside with the tug assistance. The 
sequence for handling ship's lines is: Spring lines, breast lines, and then 
bow and stern lines. 2 mooring launches are used. 

Since the breasting dolphins at C.O.P. No. 1 used for the spring lines 
are rather a long distance apart, conventional spring lines from the main 
deck are frequently very short and often break when a swell is running. 
Therefore, it is advisable to try using longer springs from the forecastle 
and poop decks. 

The normal mooring configuration is: 4 bow lines, 4 stern lines, and 
4 breasting lines and 2 spring lines both forward and aft. 

The berth is equipped with a sonar docking system. 

Discharge Rates: 


Berth Product Discharge Rate 
(KI./Hr.) 
C.O.P. No. 1 Crude Oil 14,000 
Naphtha 5,000 
C.O.P. No. 2 Crude Oil 5-7,000 
L.P.G. 2,400 
C.O.P. No. 3 Crude Oil 5,000 
Naphtha 2,000 
Kerosene 2,000 

LPG: 


Berth: Kashima Oil. 

Max. LOA: 258.16 m. 

Max. size: 100,000 tonnes s.d.w.t. (59,134 g.r.t.) 

Max. draft: 13.43 m. 

Cargo lines: 1x12 in. ASA 150 for Propane and 1x12 in. ASA 150 for 
Butane. 

Vapour lines: 1x10 in. ASA 150 for Propane and 110 in. ASA 150 for 
Butane. 

Line alignment: From right to left: PV-PL-BL-BV 

(Butane and Propane lines can be interchanged). 

Discharge rates: Butane and Propane 1,200 cu.m./hr. 

Max. manifold pressure 9 kg./sq.cm. 

Cargo temperatures: Propane —40°C — —45°C. Butane —2°C — —4°C. 

Vapour pressure: 0.05 — 0.1 kg./sq.cm. 

Shore tank capacity: Propane 235,000 cu.m., 143,000 cu.m. and 
110,000 cu.m. Butane 137,000 cu.m. and 144,000 cu.m. 

Fuel: Fuel by shore line (stems through Kyodo Oil or Kashima Oil direct). 
MDO by barge in daytime only and before or after discharging 
operations. 

Fresh water: Available ex-shoreline at 30 cu.m./hr. 

DENSITY: 1025. 

FRESH WATER: Fresh water is available at all berths, except Asahi 

Glass, where the line is very poor and pumping rate is quite low. 20 t.p.h. 

at Kashima Oil. 

FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, from 

where bunkers are lightered at maximum 7 days' prior notice. Depending 

on the case, bunkers are available from Kashima Oil, but bunker barge 

mostly comes from Tokyo Bay area. 

FIRE PRECAUTIONS: No special precautions, but water curtain made 

alongside dolphin in case of fire, and there is a fire boat (15 gross tons, 

and airfoam system). 

CONSULS: None. 

REPAIRS: Hot work on deck is not allowed. 

Electronic engineers for radar, radio, Inmarsat, etc., are available from 
Yokohama area. 

GANGWAY/DECK WATCHMEN: Kashima Oil: 24 hour watch on 
dolphins. 

Sumitomo Metal: If ship's gangway is located next to the discharging 
cargo hold (ore/coal berths), watchman stands by and controls the 
operation during discharging from the relative hold. 

CERTIFICATES: Ship's Register and International Tonnage Certificate 
for Customs purposes. 

CUSTOMS ALLOWANCES: 200 cigarettes and 1 bottle of spirits per 
person per week. 

Sealing: Customs will seal guns and pornographic tapes and books. 
Cigarettes and alcohol are not sealed. 

AIRPORT: Narita Airport (New Tokyo International Airport), 1 hour by 
car. 

TIME: GMT plus 9 hours. No alterations made to clocks amg year. 
POLICE/AMBULANCE/FIRE: Police Tel. 110; Ambulance/Fire Tel. 119. 
TELEPHONES: Not available for placing on board. 

SERVICES: No equipment or facilities, but service engineers 
arrangeable from Yokohama. 

SHORE LEAVE: Local Immigration Office issues shore passes for 
Kashima Town and Kamisu Town, valid for 7 days, extension is possible, 
if necessary. 

IDENTIFICATION CARDS: Not required, but shore pass is always to 
be carried. 

DEVELOPMENTS: This artificial port started its construction in 1963, 
and is still under construction. When completed, total length of wharves 
will be about 17 km. for about 30 large industries, such as steel mill, oil 
refinery, chemical works, grain terminals and general cargoes. 
AUTHORITY: Kashima Port Administration Office, 13 Oh-aza Higashi 
Fukashiba, Kamisu-City, Kashima-Gun, Ibarak-Ken, Japan. Tel: 0299- 
92-2111. 

Ibaraki Prefecture Government, Department of Public Works, Ports 
and Harbours Division, 1-5-38 Sannomaru, Mito City, Ibaraki Pref., 
Japan. Tel: 0292-24-8027. FAX: 0292-28-6870. 

AGENT: Sub-agents for Aali Barwil Agencies. 

Kashima Futo Co.Ltd., Kashima Port South Transport Centre, Dewa 
4186-19, Okunoya, Kamisu-machi, Kamisu-gun, Ibaraki Pref., Japan 
314-02. Tel: 0299-97-0661. Telex: 3658937 Kfuto J. Fax: 0299-97-0665. 
Cables: Kfuto Kashima Ibaraki. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng, 


KAWASAKI: 35.32 N. 139.46 E. (See Plan) 


LOCATION: Kawasaki Port is located in the Northwest of Tokyo Bay, 
connected with Yokohama Port (11 km. by land, 2 nautical miles by sea) 
in the West, and Tokyo Port (18 km. by land, 10 nautical miles by sea) 
in the North. 
PORT LIMITS: The boundary of the Kawasaki Port consists of: The 
position of the central outfall of the border canal (Sakai Canal) of 
Ohkawa-cho, Kawasaki-ku, Kawasaki City and Anzen-cho, Tsurumi-ku, 
Yokohama City. From this position to a point of 151° 30’, 3,460 m. and 
from this latter position to a point of 126°, 2,310 m. The position of 136°, 
5,150 m. from the Tamagawa River Haneda Light Beacon, the line drawn 
from the end point of the Tamagawa River administrative boundary 
border line and the sea surface which covers the shore. The water 
surface of the following canals: Sakai Canal (beyond the East of the 
administrative boundary border line), Siraishi Canal, Tanabe Canal, 
Minami Watarida Canal, Asano Canal, Ikegami Canal, Sakurabori Canal, 
lriezaki Canal, Mizue Canal, Shiohama Canal, Yako Canal, Chidori 
Canal, Daishi Canal, Suehiro Canal and Tama Canal. The water surface 
of the area of Siraishi-cho No. 2, Asano-cho No. 1, Yako No. 3-1, Yako 
No. 1-1 and Ukishima-cho No. 100 of Kawasaki-ku, Kawasaki City and 
the downstream water surface of Kannongawa Iriebashi. The water 
surface area of Tamagawa River (beyond the West of the administrative 
boundary border line), downstream of the line drawn 43° 30’ from the 
S.E. side of Tono machi Kawasaki-ku, Kawasaki City. 
DOCUMENTS: 

Maritime Declaration of Health. 

Certificate of Registry. 

International Tonnage Certificate. 

1 List of Crew's Personal Effects (to be signed by each crew 

member). 

1 Ship's Stores List. 

3 Lists of Port of Call (last 4-6 months). 

7 Crew Lists. 

7 Passenger Lists. 
PILOTAGE: See “Yokohama”. 
RESTRICTIONS: 

(A) Berthing/unberthing from sunrise (or after 0630 hrs.) till sunset. 

(B) Max. draft in Kawasaki Fairway (or Kawasaki Passage) and 

Tsurumi Fairway is 12.0 m. 
(C) Max. airdraft to be kept to less than 40 m. for tankers for berthing/ 


unberthing at Tonen/NPRC Gas/General Sekiyu/Toyu (Tokyo 
Yuso), MC Terminal (Mitsubishi) and Showa GATX. 
MAX. SIZE: Main Dry Cargo Berths: 
Max. Max. Max. Max. 
Name of Berth D.W.T. LOA Draft Airdraft 
an (tons) (m) — (m) (m.) 
NKK OhgishimaE-A 200,000 360 19.0 19.0 
NKK Ohgishima E-—B 100,000 240 17.0 19.0 
Toyo Futo (Coal Berth) 50,000 230 12.0 14.5 
Main Tanker Berths: 
Keihin Kawasaki 
Sea Berth 250,000 300 30.0 
Toa Nenryo Ohgishima 
Sea Berth 250,000 300 26.0 
Toa Nenryo Ukishima 
Sea Berth 100,000 250 16.6 
Tokyo Electric 
Ohgishima LNG Berth 65,000 — 17.0 


HEALTH: Radio Pratique applicable for vessels who possess valid 
Sanitary Inspection Certificate issued by Japanese Quarantine Authority. 
Radio Pratique message can be sent by Master to ship's Agents 
between 6 hours and 36 hours prior to arrival as per specific format. 
Following vessel not applicable for Radio Pratique: 
(A) Vessel’s navigation days to Japan less 7 days after departure 
from port designated as ‘infected area’. 
(B) If ship’s crew suffered from infectious disease within 15 days 
before ETA in Japan. 
Kawasaki Quarantine Inspector 
Quarantine Anchorage for Pratique. 


RADIO: Choshi Radio and Nagasaki Radio. 


VHF: 
(A) VHF range is about 50 miles away from Bay Pilot Station at 
entrance of Tokyo Bay. 
(B) Berthing information for next day can be obtained from Kawasaki 
Port Radio at 1500 hrs. by Channel 16. 


RADAR: Traffic Control Centre (Tokyo Wan Traffic Advisory Service 
Centre) keeps watch round-the-clock for vessels within the radar service 
area. Vessels can make contact with the Traffic Control Centre on 
Channel 16. 


TUGS: See “Yokohama”. 

phat Ordering of labour gangs is by 1600 hrs. on the previous 
jay. 

BERTHING: In addition to the berths below, there are many with less 

water. 


Public Berths: 
Name of Berth 


boards vessel at Kawasaki 


Length Depth Capacity 


ty. (m.) (m.) (d.w.t.) 
Kawasaki Municipal Pier 
No. 1 120 73 3,000 
No. 2 172 9.0 10,000 
No. 3 190 10.0 15,000 
No. 4 220 10.0 15,000 
No. 5 211 10.0 15,000 
No. 6 209 10.0 15,000 
No. 7 180 10.0 15,000 
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Name of Berth Length Depth Capacity 
‘ ; (m.) (m.) (d.w.t.) 
Higashi-Ohgishima 
No. 1 185 10.0 15,000 
No. 2 185 10.0 15,000 
No. 3 240 12.0 30,000 
No. 4 240 12.0 30,000 
No. 5 240 12.0 30,000 
No. 6 240 12.0 30,000 
No. 7 240 12.0 30,000 
Private Berth: (Dry Cargo) 
Name of Berth Length Depth Capacity Cargo Harty 
AN (m.)  (m.) (d.w.t.) 
Mitsui Futo (Coal Wharf) 200 10.0 22,000 Coal, 
aid ; Ferro Sieg 
Mitsui Futo (South Pier) 186 12.0 30,000 Coal, Iron 
Toyo Futo (Coal Wharf) 230 12.0 50,000 Coal, Gray 
Nissin Seifun Pier 225 12.0 50,000 Grain 
NKK Ohgishima East-A 360 19.0 200,000 Coal, Iron Os 
NKK Ohgishima East-B 240 17.0 100,000 Coal, Iron, 
Private Berths: (Tankers) 
Idemitsu Kosan No. 1 Pier 103 10.0 20,000 Petroleum 
RIGOR Products 
Kawasaki Kasei Chidori 
Pier 122 9.9 10,000 Chemicals 
Showa GATX Pier 170 9.36 19,000 Chemicals 
General Sekiyu A-1 Pier 230 10.9 44,000 Petroleum 
. ; Products 
Toa/Kyodo Sekiyu Pier 231 10.8 45,700 Petroleum 
Products 
Toa Nenryo No. 1 Pier 224 «6910.8 68,000 Petroleum 
Products 
Toa Nenryo Ukishima Sea 
Sea Berth 260 >516.6 100,000 Crude Oj 
Toa Nenryo Ohgishima 
Sea Berth 300 826.0 250,000 Crude Oj 
Tokyo Electric Ohgishima 
LNG Berth 467 17.0 65,000 LNG 
Toyu No. 1 Pier 208 10.8 40,100 Petroleum 
Products 
Nippon Petroleum Gas- Petroleum 
Main Pier 230 10.9 58,300 Products 
Liquified Gas Terminal Petroleum 
jo. 1 225 9.7 48,900 Products 
Keihin Kawasaki Sea 
Berth 300 30.0 250,000 Crude Oil 
MC Terminal 189 10.8 42,000 Chemicals 
Mitsubishi Oil No. 1 Pier 249 10.8 69,000 Crude Oil 


MEDICAL: Contact Agent to arrange medical attention. Agents» 
present Arrival Notice to Quarantine Station in advance of ves 
arrival. Hospital facilities available. 

TANKERS: Also see ‘Berthing”. 


Discharge 
Berth Product Shorelines Rate 
t.p.h. 
Keihin Kawasaki Crude Oil 20in.x2 10,000 (ma 
Sea Berth or manitot 
pressure?! 
Toa Nenryo Ohgishima Crude Oil 16in.x4 13,500 
Sea Berth 
Toa Nenryo Pier Fuel Oil 12 in.x2 5,000 
Toa Nenryo Ukishima Crude Oil 12in.x3 5,000 
Sea Berth 
Toa Oil No. 3 Factory Crude Oil + 12in.x3 1,400 
Toa Oil No. 1 Pier Crude Oil 10in.x2 1,670 
General Sekiyu Seisei Crude/Fuel 12in.x2 3,000 
Mitsubishi Oil Crude Oil 12in.x2 4,000 
Fuel Oil 8 in. x1 1,500 
MC Terminal Fuel Oil 8 in. x2 800 
Toyu Fuel Oil (C) 12in.x1 1,000 
Fuel Oil (A) 10 in.x1 800 


Toyu: The berth consists of an “L" shaped jetty with a roadway # 
pipe trestle 20 m. long. It is provided with 2 breasting dolphins © 
are connected to the platform by trestles. 2 bollards are installed 
dolphins. Other bollards are installed ashore along the face of thee 

No capstans are provided and so it is difficult to send heavy * 
ashore. Therefore, it is advisable to have a number of synthetic @ 
readily available. 

The back springs which are made fast to the bollards located ® 
dolphins, have a very short lead and are at a steep angle. 

The 2 dolphins are provided with resilient buffer fender systems" 
hollow rubber tubes. No sonar doppler is provided. 

The normal mooring configuration is: 

3 head lines, 

2 breast lines forward, 
2 back springs forward, 
2 back springs aft, 

2 breast lines aft, 

3 stern lines. 

The terminal does not use hard arms. Rubber hoses alé # 
generally consisting of a string of 3 lengths of 10 in. JLS fae 
connected with bolts and nuts. 

The vessel's derrick must be used for handling the hoses. 

High pour fuels are generally handled at this terminal but 
assistance is no longer required at the end of each discharge for 
the hoses and shore lines. The terminal now flushes back into? 
the line's contents. 

No gangway is provided. 

Bunkers and fresh water are not available at this berth. 

Berth A-1: Berth A-1 is designed to accommodate tankers up oe 
65,000 d.w.t. in light loaded condition. The berth consists of a T 
jetty with a roadway and pipe trestle 40 m. long, and is provide 
2 breasting dolphins positioned at a distance of 80 m. and conned? 
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by trestle. The dolphins are provided with small bollards 
me seidom used for ship's lines. Usually the lines, including the 
are run ashore to bollards having adequate strength. 
we are no capstans for pulling the lines ashore and some difficulties 
he experienced, particularly when handling heavy wires. It is 
= pe to have ready a certain number of synthetic ropes. 
enalie® berths are located in the inner side of the jetty face. These 
pe are left vacant when a tanker is alongside Berth A-1. The structure 
* <o perths may interfere with the vessel's mooring arrangement 
umay create difficulties when sending the vessel's lines ashore. 
et golphins are provided with rubber cell fenders (diamond shaped). 
sng along the dolphins should be avoided so as not to damage the 
ders 
4 a is provided with a sonar doppler to monitor the berthing 
aed. The pilot is advised by walkie-talkie if the berthing velocity 
teods the safety limit. may 
%e normal mooring configuration is: 
ghead lines, 
2 breast lines forward, 
back springs forward, 
2back springs aft, 
2 breast lines aft, 
3stern lines. 
shard arms are installed on the platform. 212 in. diameter are used 
-gseharging crude and fuels and 112 in. is used for the discharge 
..?G liquid. No LPG vapour return line is installed on the jetty. Arms 
connected by means of nuts and bolts. The flanges are ASA 150 
. for bunker fuel, the others for lubricating oil. Bunker can be supplied 
-#aneously with vessel discharge operations. 
sso controlled tonnage generally discharges fuel and diesels oils at 
4-1. High pour fuels are also handled at this berth and the terminal 
~» require vessel's assistance for flushing the arms and the lines after 
ep dscharge. No slop or deballasting facilities are provided. 
ineavy and bulky gangway is provided which has to be lifted by the 
asel's derrick. 
te hooks on the end of the gangway are narrow and cannot grip the 
eessheer strake so have to be laid on the ship’s handrail. On several 
wasions, vessel's handrails have been damaged by the gangway 
es. Fresh water is available at this berth through a 2.5 in. outlet. 
jMAL CURRENT: The littoral current running Westward along 
«amed industrial area of city is very slow and has rate of about 0.3 m. 
and the head of municipal wharf when tide is on the ebb. 
| &SH WATER: Supplied at piers and by water barges, overtime on 
imays and legal holidays. 


Loading 
Barge Capacity Remarks 
(ton) 
Water Hoei Maru No. 12 350 Operated by 
Barge  Kosie Maru 300 Water Bureau 


of Kawasaki City 
MEL: All grades available. 
tONSULS: See “Yokohama”. 
#PAIRS: All repairs possible. 
| RYDOCKS: Hitachi Dockyard. 


Dy Dock Max. d.w.t. Max. LOA 
No.1 60,000 228 m. 
Wet Basin No. Max. d.w.t. Max. LOA 

A 25,000 163 m. 

8 60,000 258 m. 

C 60,000 246 m. 


WAVEYORS: Lloyd's, ABS, BV, DNV, Salvage Association and 
‘Salvage from Yokohama. GL available from Kobe. 

UNGWAY/DECK WATCHMEN: Normally not required. 
ENING/CLOSING HATCHES: Normally carried out by ship's crew. 
ERTIFICATES: See “Yokohama”. 

+ Sam ALLOWANCES: Daily Consumption allowed aboard by 
astoms: 

Sgarettes: 2 packets. 

¥er: 1.3 litres. 

thisky: 144 ml. 

ATRIATION: Possible. 

‘PORT: Kawasaki to Haneda Airport (20 minutes by taxi). Kawasaki 
‘erita Airport (2 hours by taxi and limousine bus). 

: GMT plus 9 hours. Permanent. 

“DAYS: See “Yokohama”. 

“UCE/FIRE/AMBULANCE: Police Kawasaki 110; Ambulance and 
Kawasaki 119. 

§ERGENCY CO-ORDINATION CENTRE: 

Maritime Safety Agency Kawasaki (Coast Guard): Tel. 044-266-1591. 
\awasaki Rinko Police Station: Tel. 044-266-9161. 

.,"aster of the vessel can also contact Kawasaki Port Radio by VHF 
»-iel 16 for urgent matters. 
aT HONES: Telephone can be placed onboard at most public 


ERVICES: Most services can be provided if advance notice given. 
la ~ Bank of Tokyo Ltd., 3-27-1 Honcho, Naka-ku, Yokohama. 
TOR 25 15- Hours: 0900 hrs. — 1500 hrs., Monday to Friday. 
Pale f Ory Cargo Vessels: 
Dn ic Berths: Vessel can be stored by truck. 
Pee Berths (Dolphin Berths): Vessel can be stored by barge. 
ng Berths (non-dolphin): Vessel can be stored by truck. 
ten my Stores/bunkers/lubes can only be supplied at anchorage. Small 
Sp ~n of stores can be delivered onboard by hand at the terminal. 
UPPLY SERVICE: See “Yokohama”. 
E vee, Ses “Yokohama”. 
ry : See “Yokohama”. 
WBAGE DISPOSAL: See “Yokohama”. 
FAME OIL DISPOSAL: See “Yokohama”. 
N’'S CLUBS: See “Yokohama”. 


JAPAN 


SAFETY: Voluntary Separation Scheme: A voluntary separation 
scheme is in existence South of the Uraga Channel, and is an extension 
of the mandatory scheme. Northbound vessels keep to the East side of 
the channel, and Southbound vessels keep to the West side of the 
channel. Coasters do not comply with this scheme. 
Signals for Large/Dangerous Cargo Carriers: Large vessels (LOA over 
200 m.) require following placed onboard: 

By day: Two black cylindrical shapes placed vertifically (0.6 m. x 
1.2 m. or larger). 

By night: One all-round green light, flashing at regular intervals, at a 
frequency between 180 and 200 times per minute. 
Vessels carrying dangerous cargo require following placed onboard: 

By day: “First Substitute” flag over “B”. 

By night: One all-round red light, flashing at regular intervals, at a 
frequency between 120 and 140 times per minute. 
Restrictions on Overtaking: Large vessels and other particular vessels 
as prescribed by the Maritime Traffic Safety Law, and vessels of 
10,000 g.r.t. or more should, if the circumstances of the case permit, 
avoid overtaking a vessel of 500 g.r.t. or more in the traffic routes. 
Restriction on Speed: A vessel should not navigate at a high speed 
within the Bay. 
Restriction on Entry into the Traffic Route in poor Visibility: Unless 
otherwise instructed by the Tokyo Wan Traffic Advisory Service Centre, 
vessels of 10,000 g.r.t. or more should not enter the traffic route when 
the visibility in the traffic route and its vicinity is less than 1,000 m. 
Restriction on Use of Auto-Pilot: A vessel navigating in Tokyo Bay should 
not use auto-pilot. 
Preparation of Emergency Wires: A vessel carrying dangerous cargo 
prescribed by the Maritime Traffic Safety Law should prepare emergency 
fire wires at the bow and the stern for immediate use in case of 
emergency. 
The Pledge for Safety Measures: The owner or operator should submit 
“The Written Pledge for Safety Measures” to the Maritime Safety 
Agency, and fulfil its requirements when a tanker of 220,000 d.w.t. or 
more carrying dangerous cargo enters Tokyo Bay for the first time, and 
a liquified (natural petroleum) gas tanker of 25,000 g.r.t. or more enters 
Japanese waters for the first time. 
Notification of Traffic Routes and Notification of Change: 

(a) Vessels of 10,000 g.r.t. or more should report the “Notification of 
Traffic Routes” and the “Notification of Change” to the Tokyo Wan 
Traffic Advisory Service Centre at Kannon Saki in the same way 
as in the case of a large vessel. 

(b) With the “Notification of Traffic Routes”, following items should be 
reported: 

(i) Port of destination and section of the port, when they are 
known. 
(ii) Port of departure and section of the port, in case of a departing 
vessel. 
(iii) Whether a pilot is arranged or not. 
(iv) Whether a special vessel with foam-type or powder-type fire 
fighting facilities is arranged or not. 
Communication with the Centre: Vessels equipped with VHF 
radiotelephone (Channel 16) should keep watch on VHF while 
navigating within the radar service area, since information might be 
provided by the Centre. 
Preparation of Charts: Vessels navigating in Tokyo Bay should prepare 
at least some of the following charts issued by Hydrographic Department 
of the Maritime Safety Agency and published by Japan Hydrographic 
Association, and obtain recent information of ports in advance: 


Chart No. Title 

90 Tokyo Wan 
1062 Middle Part of Tokyo Wan 
1081 Uraga Suide 


H-301B, H-302B Maritime Traffic Information Chart 


for Tokyo Wan 


SHIPMASTER’S REPORT: The Tonen Ohgishima Sea Berth: 

1. Suggest Mikimoto Lighthouse used for end of passage as from 
there inwards to Uraga Channel (58 miles) heavy concentrations of traffic 
frequently experienced. 

2. Entry to Uraga Channel for VLCC’s permitted only during daylight 
(i.e. sunrise to sunset). 

3. Pilot boards in vicinity Uraga No. 1 Buoy from 1 of the 2 tugs which 
escort the vessel to Yokohama/ Kawasaki and requires fire fighting tug 
standing by at Uraga Buoys Nos. 1-6. 

4. Deep draft signal to be displayed including the red flashing light 
and Code “First Substitute over Flag ‘B’” and 2 black cylindrical shapes 
(0.6 m. x 1.2 m.) placed vertically (refer Maritime Traffic Safety Law). 

5. ETAs (No. 1 Buoy Uraga) should be updated as promptly as 
possible. Considerable importance attached to the vessel's arrival/ 
sailing time by Tokyo Wan Traffic Advisory Service Centre (TWTASC). 

6. Vessel must anchor at Kawasaki Anchorage where Port Health 
boards (pilot hoist used). 

7. Berthing/Unberthing Ohgishima Sea — berth during daylight only 
(sunrise to sunset). 

8. Berthing pilots (2) embark at Quarantine Anchorage, 6 tugs all 
using nylon tow ropes with eye on bitts. Always port side alongside. 
Refer mooring diagram for details. No additional mooring ropes available 
on loan or hire from berth. Shore gangway, Chicksan arms 4x16 in. 
connections. 

9. A spill boom completely surrounds the vessel on the berth. A 
comprehensive book (in English) of the Terminal Regulations placed on 
board on arrival. Tonen Company require a tape recording concerning 
oil pollution to be broadcast throughout the vessel’s p/a system before 
cargo discharge commences. 

10. Ullaging is witnessed by Oil Co. representative. Samples taken 
from all tanks necessitating the opening of tank hatches. All tanks dipped 
after discharging completed. 
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11. The loading of stores, provisions, etc. (either by crane or derrick) 
is not permitted on this berth. No restrictions on items being carried on 
board via the gangway, e.g. laundry. Necessary to anchor after 
discharging/ballasting to take on stores. 

12. During severe weather conditions tug assistance was requested 
to stand by the vessel on the berth. Tugs cannot approach unless the 
spill boom is removed and this will only be removed if cargo discharge 
ceases and Chicksan arms disconnected. 

13. A shore liberty boat was arranged through Agent. This service is 
to Yokohama, approx. 1 hour journey. A boat service to nearby Kawasaki 
is permitted and take 40 minutes. All boat services suspended when 
weather deteriorates. Shore passes issued by Immigration Authorities 
on board and must be collected in before vessel leaves berth. 


SHIPMASTER’S REPORT: December 1991. 
Charts: B.A. Charts No. 3548, 3108 and 3109. 
Documents: 
First Port: 

“4 copies Crew List. 

*2 copies Stores List. 

*1 copy Maritime Declaration of Health. 

“1 copy Crew Effects List. 

1 copy Ports of Call List. 

* These must be completed on Japanese forms (Japanese version of 
IMO forms). 
At subsequent ports the following are required: 

1 copy Crew List. 

1 copy Stores List. 

1 copy Ports of Call List. 
In addition the “Riders” from the first port should also be available. 
Formalities: Sanitary Certificate/Pratique: Vessels without a Sanitary 
Certificate can obtain temporary pratique but must undergo a sanitary 
inspection. The galley, toilets, showers and void spaces under bunks 
and settees are checked for dirt and vermin. 

The vessel must be in possession of rat traps, rat guards, rat bait, 
water purification liquid, disinfectant and a spray. The certificate lasts 
from 1 — 3 years, depending on cleanliness. Prior to arrival at the first 
port a standard message prefixed by “RPM” must be sent. 
Approaches: The high headlands and islands to the South of Uraga 
Channel are easily identified visually and by radar. There is the usual 
volume of traffic and fishing vessels around the coast. Vessels should 
keep a good lookout for ferries when about one mile South of the ‘OE’ 
Racon Buoy which marks the Southern end of the Uraga Channel. The 
buoy is large and conspicuous. 

A voluntary separation scheme is in existence South of the Uraga 
Channel and is an extension of the mandatory scheme. Northbound 
vessels keep to the East side of the channel and Southbound vessels 
keep to the West side of the channel. Coasters do not comply with this 
scheme. 

Pilotage: The Uraga Channel pilot boards in position Lat. 35° 10’ N., 

Long. 139° 47’ E. from a tug boat with a boarding platform forward. The 

Her is based at Kurihama Wan which is about 2.2 miles South of Kannon 
aki. 

Pilotage is compulsory for vessels over 10,000 g.r.t. It is also 
recommended that foreign vessels under 10,000 g.r.t. take a pilot into 
Tokyo Bay. 

Within Keihin (Yokohama, Kawasaki area) harbour pilotage is 
compulsory. Uraga Pilot is on VHF Channel 13. 

Traffic Control: Vessels over 10,000 g.r.t. must report to “Tokyo Martis 
Control” as per Admiralty List of Radio Signals. 

Visibility: Uraga Channel is closed to vessels over 200 m. LOA when 
visibility falls below one nautical mile and is closed to vessels over 
10,000 g.r.t. when visibility is below 0.5 nautical miles. Ships with 
dangerous cargo may be restricted depending on their circumstances 
and size of vessel. 

Anchorages: There are numerous anchorages in the area. Foreign 
vessels inside Tokyo Bay anchor in accordance with instructions from 
pilot and/or “Tokyo Martis Traffic Control’. A favoured waiting anchorage 
is Naka-No-Se which is centred on Lat. 35° 23’ N., Long. 139° 45’ E. in 
a depth of 14m. — 18m. 

We used Yokohama No. 5 area (Lat. 35° 22.5’ N., Long. 139° 41’ E.) 
for discharging lub oil additives into coasters. Anchorage position given 
by “Tokyo Martis”. In this area vessels should beware of the depths, as 
to the S.E. of the anchorage depth increases sharply from 15 m. to 40 m., 
so plenty of cable is required. 

Berth: Vessel berthed portside to at Nippon GATX in Kawasaki (Lat. 
35° 29.2’ N., Long. 139° 42.8’ E.) The max. draft allowed is 7.7 m. 

This is a typical tanker type pier and projects out into the channel. 
The berth face has a length of 30 m. and is equipped with Chicksans 
and hoses. There are breasting dolphins 20 m. each side of the jetty 
face which are used for backsprings. Headlines and sternlines are sent 
to shore bollards, the berth is well fendered. 

As a brow gangway only is possible we used a pilot ladder and the 
offshore gangway for the launch service. 

Cargo: When at the anchorage we discharged into 2 coasters using 6 in. 
flexi-hoses. The coasters can receive as fast as the ship can pump. 

When alongside we discharged additives with 6 in. shore hoses. The 
plant also handles other chemicals. There was negative back pressure. 
Discharge of Amoco Grade A8083 went very slowly into the shore tanks, 
about 30 tonnes/hr. 

There are plenty of surveyors available and total safety was given by 
safety boat. 

Fresh Water: Not available at the GATX berth. Water can be obtained 
by barge either alongside or at the anchorage. The minimum supply is 
50 tonnes and the cost is Yen 3,285 per tonne. 
Shore Leave: Shore leave is not allowed through the plant so a launch 
is used when alongside and at the anchorage. 

Launch cost: 0800 hrs. — 1700 hrs. — Yen 18,000. 


1700 hrs. — 2200 hrs. Yen 27,000. 
2200 hrs. — 0600 hrs. Yen 36,000. 
0600 hrs. — 0800 hrs. Yen 27,000. 
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a 
Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng 


Yellow shore passes are required and they have to be sup, 
on return from ashore. oy 
Shifting: Vessels with dangerous cargoes cannot move at night (beta 
sunset and sunrise) and this includes shifting from berth to berth 
from anchorage to berth or sailing outwards. | 
Transit: Vessels normally transit Keihin Unga Fairway Kawasay bs 
Easterly direction. Most vessels enter through Tsurumi ang hy 
through Kawasaki entrances. 

The bridge across Tsurumi Fairway is not yet completed. 
Stores: Prices for fresh food are high but quality is good. Stores 
supplied by barge while at the anchorage or whilst alongside. By . 
arrangement small amounts of spares or stores can be deliveregy. 
quayside but only up to 70 m. from the ship. 


AUTHORITY: Port & Harbour Bureau of Kawasaki City, 1 M 
cho, Kawasaki-ku, Kawasaki City, 210 Japan. Tel: 044 (209) ». 
Contact: Choshun Kikuchi, Director. 
AGENT: Aall Barwil Agencies, Yokohama Central Building, » 
Yamashita-cho, Naka-ku, Yokohama 231. Cables: : 
Yokohama. Tel: (045) 641-0141. Telex: J47711 Aallyh (Oy 
3822-282 Aallyh J (Domestic). Fax: (045) 662-1228. Cables: Aalte, 
Yokohohama. 

Sub-agents of Aall Barwil Agencies. 
NPCC: Nippon Marine Service & Engineering Co. Ltd., 9F Yoko 
Daito Seimei Bidg., 2-15, Honcho, Naka-ku, Yokohama City 231. 
Nmservice Yokohama. Tel: (045) 212-3766. Telex: 3822877 Nmsyqj 
Fax: (045) 212-1835. 
LNG: Utoku Express Co. Ltd., 8, Daikoku, Futo, Tsurumi-ku, Yokohe 
City 230. Cables: Utoku Daikoku. Tel: (045) 501-~ 
Telex: 3823-096 Utokud J. Fax: (045) 501-4549. 
Mitsubishi: Tsurumi Yuso Co. Ltd., 3-15, Toyooka-cho, Tsurum 
Yokohama City 230. Cables: Yoktsurumi. Tel: (045) 57499 
Telex: 3822109 Turumi J. Fax: (045) 571-0263. 
Tonen: Hayashi Kaiun Co. Ltd., c/o Tonen Chemical Corporation, No: 
Ukishima-cho, Kawasaki-Ku, Kawasaki-Shi, Kanagawa 
210 Japan. 
Tel: 044-288-1074. Telex: 3842-216 Hkkawa J. Fax: 044-2991 
Cables: Hayashi Kawasaki. 


KIIRE: 31.23 N. 130.32 E. 


DOCUMENTS: 
Ship's Register. 
Last Port Clearance. 

5 Crew Lists including Passport Numbers. 

5 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, care 
wrist-watch, radio, firearms/swords, etc. (only at first port of @ 
Japan). 

Ship’s Agent will prepare |Inward/Outward Declaration, 1 Ce 
Manifest and Cargo Manifest in Transit using specific forms. Thee 
ship's Agent should be provided with necessary information aboutdé 
of cargoes in advance. 

PILOTAGE: No particular regulations for navigating in Kagoshima® 
Suggest enter Bay on course close to Osumi Peninsula. 3 Light Beat 
South of oil piers for ships approaching and manoeuvring. Bay ?* 
not provided but Mooring Master provided for assistance to Masi’ 
berthing without charge. No VHF available for ships? 
communication. 

ANCHORAGES: Anchorage area ranges in depth from 30 m. tof 
Holding ground in these areas only fair; recommended vessels # 
long scope of chain. Locally tide rise approximately 3 m. in springs? 
1.5m. neaps. Maximum tide currents Northerly 0.32 knots, Sout 
0.47 knots. Ample anchorage and manoeuvring area N.E. of term® 

Since the holding ground in Kagoshima Bay is not very good. * 
vessels prefer to proceed to the open sea, outside the bay, if a ty" 
is predicted to pass nearby. 

RESTRICTIONS: Night entry and departure permitted subj? 
weather conditions. However, Harbour Master will not permit ve 
loaded with oil cargoes to berth between sunset and sunrise. 
MAX. SIZE: 


(See Ply 


Berth Max. LOA Max. Draft D.W.T. 
(m.) (m.) (tons) 
1 300 16.2 33, 000-150, 00 
2 300 16.2 33,000—150,00 
3 400 25.2 33,000—450, 00" 
4 450 30.6 up to 500,00 
HEALTH: Radio Pratique available. Quarantine Officers boa 


vessel either at the Quarantine Anchorage or at the pier, depend 
availability of berth. 

RADIO: Recommended Master communicates with Agent 
Choshi Radio or Nagasaki Radio which cover all ports in & 
If specifically Westbound vessel to contact Choshi and Northbow 
contact Nagasaki Radio respectively. 

TUGS: Mooring and unmooring assistance provided by 43,200 ho ® 
BERTHING: No specific requirements. Pilot boarding time will be™ 
by ship's Agent mainly by telex. 

MEDICAL: Advance notice required if arriving at weekend. 
TANKERS: (Crude oil only). 


Berth No. Connections Discharge Rate 
1 4x12 in. 10,000 k/I (loading/unloading) 
2 4x12 in. 10,000 k/I (loading/unloading) 
3 6x 16 in. 27,600 k/I (unloading) 
12,000 k/! (loading) 
4 2% 16 in. 9,200 k/I (loading/unloading) 
3x 24 in. 30,000 k/I (unloading) 


12,000 k/! (loading) 


, procedures and Mooring: The counter current in the bay is 
enrd se and in the berthing area runs in a S.E. to South- 
mee asterly direction, parallel to the berthing face of the berths, at a 
ag t 0.5 knots. As a result, vessels always berth port side to. 


/ 


© »omal berthing procedure is to bring the vessel to a stop at a 
-* about 150 m. off the berth, parallel to berthing face, and then 
wee ver alongside with tug assistance. 
a all berths are surrounded by submersible oil booms, anchors 
~y pe used when close to the berths. 
ath No. 4 has been designed to permit safe berthing of a 500,000 
*anker with a berthing velocity of 20 cm./sec., but normally the 
"velocity is less than 10 cm./sec. ) 
=e sequence of bringing out mooring lines depends on tide and wind 
ston, but normally spring lines first (heaving lines first) and then the 
«ines (direct in the launch). 2 mooring launches attend (115 h.p. 
4165 h.p.) 
ey mooring configuration at Berth No. 4 is forward: 4 headlines, 
east ines, 3 spring lines; aft: 4 stern lines, 3 breast lines, 3 spring 
, 4; (Atotal of 20 lines). During the Winter Northwesterly storm periods, 
. . sual to add forward and aft each one breast line and one spring 
Vi. 
vo 


sf 


i 


» making a total of 24 lines. At Berth No. 3 under normal conditions, 
- es are used and in Winter, 18 lines. During the Winter Northwesterly 
ee periods moorings at Berth No. 3 moorings are same as Berth No. 4. 
‘esion winches must be set to manual operation and the brakes 
«| aside securely applied. ‘ ) J 
mooring lines will be inspected by the terminal prior to commencing 
‘ sp operations and they have to be in good condition. Also, regular 
<ections of moorings are carried out during the cargo operations. 
: 1025. 
agSH WATER: Water obtainable at berth on oil piers at rate of 30 t.p.h. 
, | MEL: Domestic oil is available from Kagoshima and bonded oil will be 
_ etered from Moji area, when required. 
=— PRECAUTIONS: Very strict Safety Regulations. 
dsregard of regulations will result in stopping all loading or unloading 
wations and the vessel being ordered off berth for appropriate action 
ote taken. 
; | QNSULS: None. : ; j 
#PAIRS: Minor repairs, including equipment/instrument service, can 
»camed out by Tokyo Tanker Kikoh Co.Ltd. Advance notice required. 
Y DOCKS: None. 
“ATIFICATES: Ship's Register to show Customs Inspector ship's 
| slered gross and nett tonnages. Valid Cargo Gear Certificates 
wetimes required by stevedores when cargo gear’s maintenance 
gears to be poor. 
\STOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 
yino spirits. 
*PATRIATION: Possible. 
‘RPORT: Distance from airport about 2 hours by car. ANA, JAL and 
AS\TDA) airlines serve daily. 
1E: GMT plus 9 hours. No alterations made to clocks during year. 
*UCE/AMBULANCE/FIRE: Police station Tel: 110; Fire brigade 
on is located at terminal and Ambulance available at that station. 
TREPHONE: Telephone placed on board at Terminal free of charge 
ynter-office communication. 
SERVICES: All services available. 
SORE LEAVE: Local Immigration Offices issue shore pass valid for 
ny3days, but 3 days’ extension possible if ship stays longer. 
» | SRBAGE DISPOSAL: Service not available. 
| YASTE OIL DISPOSAL: Service not available. 
| SAMAN'S CLUBS: Kiire Seamen's Club, 1033 Nakamyo, Kiire-Cho, 
|| ‘shima, 891-02 Japan. Tel: 0993-45-0156. Facilities: International 
*ephone and public bar. 
_| STHORITY: Nippon Oil Staging Terminal Co., Ltd., 2856-5 Uenohama, 
| “amyou Kiire-Cho, Ibusuki-gun, Kagoshima, Japan. 
| “ire Port Office, Public Works, 301 12-Cho, Takanohara, Ibusuki City, 
| ‘S0shima Pref., Japan. Tel: 0993-22-2171. FAX: 0993-22-3344. 


_| SENT: Sub-agents of Aall Barwil Agencies. 
| tkyo Tanker Marine Service Co. Ltd., 2856-5, Nakamyo, Kiire-cho, 
“suki-gun, Kagoshima Pref. 891-02, Japan. Tel: (0993) 45-2511. 
ad 7867-22 Marine J. Fax: (0993) 45-1143. Cables: Tankmarine 
1. 


{KUMA: 34.03 N. 132.51 E. (See Plan) 


CATION: Sea Berth: Lat. 34° 03' 34.2” N., Long. 132° 51’ 52” E. 
sein Berth: Lat. 34° 03’ 0.8” N., Long. 132° 51’ 21” E. 
XCUMENTS: 


Ship's Register. 
Memational Tonnage Certificate. 

‘Voyage Memos (Ports of call). 

8st Port Clearance. 

3 orew Lists, including Passport Numbers. 

: aessenger Lists. 

' Stores List. 

es laration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
— radio, firearms/swords, etc. (only at first port of call in 


Sip’s Agent will prepare Inward/Outward Declaration, 1 Cargo 

toisme and Cargo Manifest in transit using specific forms. Therefore 

Year gent should be provided with necessary information about details 
90€s in advance. 


JAPAN 


PILOTAGE: Inland Sea Pilotage should preferably be arranged through 
Agent, giving 72 hours’ notice. Urgent correction of ETA outside 
business hours should be cabled direct to pilot station. Inland Sea Pilot 
Association covers all Inland Sea ports. Pilotage compulsory for vessels 
over 10,000 g.r.t. Pilots obtained from 1 of 3 pilot stations dependent 
upon vessel's last port of departure and at Master's discretion. Pilotage 
available throughout 24 hours’ and 72 hours’ advance notice preferred, 
thereafter advising any alterations. Most Inland Sea Pilots also act as 
Harbour Pilots up to berth or anchorage at destination. 

Note: VHF communication available with Inland Sea pilot stations. Also 
see “Shipmaster's Report” before first port. 

1. Wadamisaki, at entrance to Kobe (vessels transitting Kii Straits) 
Position: Lat. 34° 35'N., Long. 135° 08.24' E. Telegraphic address 
“Anjin Kobe”. 

2. Sekisaki, 3 miles South of Sekisaki Lighthouse. (Vessels transitting 
Bungo Channel). Position: Lat. 33°13’N., Long. 131° 55’ 38" E. 
Telegraphic address “Anjin Saganoseki". In event bad weather, 
recommended vessels proceed for shelter as near as possible having 
due regard to safety, to Sekisaki Pilot Station. 

3. Mesaki, at East side of Kanmon (Shimonoseki) Straits. Position: 
Lat. 33° 57’ N., Long. 131° 03’ E. 

ANCHORAGE: Lat. 34°03'N., Long. 132°51'E. Water depth: 15 — 
30 m.Anchorage located about 350 m. off beach. Holding ground good 
and Port faces lyo-Nada and located Bungo Channel. Current at berth 
and off shore very strong. During Winter months strong N.W. wind 
prevails. 

RESTRICTIONS: Mooring and unmooring daytime only and to be 
carried out on flood tide. 

MAX. SIZE: 88,450 d.w.t., LOA 237 m. and Max. draft 16.0 m. 
HEALTH: Closed port. Vessels should obtain Pratique at Matsuyama 
and Sekisaki, also Radio Pratique available in this port. 

RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which cover all ports in Japan. If 
specifically West bound vessel to contact Choshi and North bound to 
contact Nagasaki Radio respectively. 

TUGS: Join vessel at sea anchorage, always using tugs line without 
charge. 2 to 4 tugs are required for berthing, depending on size of vessel. 
3 tugs are normally used for unberthing. 

BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship's Agent mainly by radio. 

MEDICAL: No advance notice required unless urgent. 

TANKERS: Taiyo Oil Co. Terminal. 2 tanker berths available. 


Type Cargo & Dis- 
diameter/Number charge 
Berth of shore pipes rate 
KI.p.h. 
Dolphin Crude oil 
Berth 24 in. x 1(12 in. x2) 4,500 
Motor Gasoline 
18 in.x1(12 in. x1) 1,600 
Kerosene 
12 in. x1 (10 in. x 1) 800 
Gas Oil 
8 in. x2 (10 in. x1) 800 


DENSITY: Anchorage 1021. Berth 1021. 

FRESH WATER: Fresh water not available but usually brought by barge 
from Onomichi (about 6 hours run to Kikuma). Rate of delivery 80 tons 
to 200 t.p.h. dependent on barge. 

FUEL: Can only be supplied by barge from Hanshin and Kanmon area, 
provided 5 days notice is given. All grades of bonded bunkers are 
stocked in Tokyo Bay, Ise Bay, Osaka Bay and Kanmon Port. At all 
other ports bunkers will be lightered from nearest bunker stock ports at 
maximum 7 days prior notice. 

CONSULS: No consuls. The nearest Consulates in Kobe. 

REPAIRS: Only minor repairs. 
GANGWAY/DECK WATCHMEN: Not 
passengers or valuable cargo on board. 
CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 
but no spirits. 

REPATRIATION: Possible. Nearest Immigration Office situated at 
Matsuyama. 

AIRPORT: Nearest Matsuyama, distance 50 km. 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 
POLICE/AMBULANCE/FIRE: Police 110; Ambulance 119; Fire 119. 
TELEPHONES: No facilities for placing telephones on board. 
SERVICES: See “Kobe”. 

SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
only 7 days, but 7 days extension possible if ship stays longer. 
GARBAGE DISPOSAL: Not compulsory. 

WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS: None. 

CURRENCY: Japanese Yen. 

GENERAL: As this port is a closed port, the undermentioned procedures 
required: In conformity with regulations vessel required to obtain special 
permission to enter from Shikoku Maritime Bureau. 

Customs request vessel call at Kikuma to obtain special permission 
for entering at preceding port, by paying the charge at the same rate of 
tonnage dues. 

Prior to arrival of a vessel, the above procedures will be undertaken 
by Agent. 

No quarantine available, the nearest quarantine station is located at 
Matsuyama. 

No Immigration Office at this port (coming from Matsuyama). 
AUTHORITY: Taiyo Oil Company Ltd., Kikuma Refinery, 63 Tane, 
Kikuma-Cho, Ochi-Gun, Ehime-Prefecture, Japan. 799-23. Tel: 0898- 
54-5170. Telex: 584-5542. FAX: 0898-54-5367. Contact: Manager of Oil 
Handling Section. 


specially required unless 
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AGENT: Sub-agents of Aall Barwil Agencies. 

Morizane Transportation Co. Ltd., c/o Taiyo Kousan Ltd., Tane 4070- 
2, Kikuma-cho, Ochi-gun, Ehime Pref. 799-23, Japan. Tel: (0898) 54- 
2908. Telex: 5845-582 TaikouJ. Fax: (0898) 54-2522. Cables: 
Taiyokosan Kikuma. 


KIN WAN (Okinawa): 26.22 N. 127.58 E. 


DOCUMENTS: 

Customs: 

Required upon vessel's arrival by: 

Customs Officer: Okinawa Customs Branch, Henza Sub-Branch Office. 
Location: 2972 Aza Henza Yonashiro-Son, Okinawa (Tel: 09897-7- 
8558). 

1. When ship arrives direct from foreign port, Customs Officer will 
board vessel for search. Following documents to be submitted. 

5 copies Crew List. 

3 copies Passenger List. 

1 copy Stores List. 

1 copy Crew's Baggage List. 

4 copies Ports of Call List. 

1 copy International Health Declaration. 

Ship's Register. 

International Load Line Certificate. 

Last Port Clearance. 

Bill of Lading. 

Ship's Agent will prepare Inward Declaration, one Cargo Manifest, 
Cargo Manifest in transit using specific forms. Therefore ship's Agent 
should be provided with necessary information about details of cargoes 
in advance. 

2. When ship comes from Japanese port, Customs Officer will not 
attend on board except special case. Agent to attend Customs House 
for entry formalities with following documents. 

Crew List and Passenger List. 

Stores List. 

List of ports of call on current voyage. 

(Last Port Clearance and Documents entrusted with the Master by 

Customs at previous port). 

Manifest in transit using specific forms. Therefore ship's Agent should 
be provided with necessary information about details of cargoes in 
advance. 

Immigration: 

Required upon vessel's arrival by: 

Immigration: Naha Immigration Kinwan Sub-Branch Office. 
Location: 2628-2 Ishikawa City, Okinawa (Tel: 09896-4-2858). 

1. When ship arrives direct from foreign port, Immigration Officer will 
board vessel for check. Following documents to be submitted. 
Grew Ust, 095.006 bw avarsst Cee aaah Or UKE cee S.eew oe 

RASSONGO! LSE cs re ven deet POROE RSs close atone eusee 2 copies 

Please collect the Crew Seaman's Book in order such as No. 1, 
No. 2... till the end as per Crew List stated. 

Please collect the passports in order such as No. 1, No. 2... till the 
end as per Passenger List stated. 

Ship's Agent will prepare Inward Vessel Declaration, one application 
for shore pass, one application for extension of the area of movement 
using specific forms. 

2. When ship comes from Japanese port, Immigration Officer will not 
attend on board, except special cases. Agent to attend Immigration 
Office for entry formalities with following documents. 


(See Plan) 


Crew EIB craig: Strcs uth ueriAc settee ae cae ree 2 copies 
PASSOnger LIST. 3 tacctue to ahr © earl ae sake eon shot raya oe 2 copies 
Seamens’ Books 

Passports 


Documents (Shore Passes) entrusted with the Master by Immigration 
at previous port. Ship's Agent will prepare Inward Declaration, one 
application for Shore Pass, one application for Extension of the Area of 
Movement using specific forms. 

APPROACHES: See “‘Berthing” — Report dated 1983. 
PILOTAGE: Also see “Approaches’’. 

Berthing Masters will normally board from a tug having a blue hull 
and cream upperworks, with a tall mast bearing a number (1, 2, 3 or 4). 
Since the tugs have a fairly high freeboard, pilot ladders should be rigged 
with the bottom step about 6 ft. (2 m.) above the water level, otherwise 
the lower steps may be crushed or damaged. Vessels with a freeboard 
exceeding 30 ft. are requested to rig the pilot ladder in conjunction with 
an accommodation ladder in the approved manner. 

Masters of calling vessels are reminded of their obligation to comply 
with statutory rules and are requested to comply with International 
recommendations concerning pilot ladders. If the ladder is not safe, the 
Berthing Master may refuse to board and thus cause unnecessary delay 
to the ship. 

ANCHORAGES: Recommended anchorages: Also see “Berthing” — 
Report dated 1983. 
For mammoths in order of arrival: 

K1: Lat. 26° 24’ 00” N., Long. 127° 57’ 48" E. 

K2: Lat. 26° 23’ 30” N., Long. 127° 57’ 12” E. 

KE: Lat. 26° 25’ 00” N., Long. 127° 58’ 10” E. 

KW: Lat. 26° 25’ 12” N., Long. 127° 55’ 24” E. (for vessels over 

100,000 g.r.t. and requiring long stay). 
(Subject Japanese Coastguard M.S.A. approval is obtained by Agent.) 
For vessels 50,000 d.w.t. — 150,000 d.w.t. 

KS: Lat. 26° 23’ 06” N., Long. 127° 56’ 43” E. 

S1: Lat. 26° 22’ 30” N., Long. 127° 56’ 48” E. 

S2: Lat. 26° 22’ 00" N., Long. 127° 56’ 48” E. 
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Products anchorage: The area bounded by a line joining the fog 
positions: 

1. Lat. 26° 22’ 00" N., Long. 127° 56’ 29” E. 

2. Lat. 26° 22’ 13” N., Long. 127° 56’ 33” E. 

3. Lat. 26° 22’ 00" N., Long. 127° 57’ 19” E. 

4. Lat. 26° 21’ 51” N., Long. 127° 57’ 05” E. 

The holding ground is good in anchorages, but depths in the firs, 
between 22 and 25 fathoms; it is therefore recommended that x 
shackle of chain be walked back on the windlass before letting go the 

Depths in the product anchorage vary between 10 and 14 fates 

Prior to anchoring, vessel must obtain permission from N; 
Maritime Safety Agency Office, who designates the anchor 
Prohibited Anchorage: Owing to the existence of underwater 
telephone cables and obstructions, anchoring is prohibited ay 
S.E. of a line joining the following 2 positions: 

1. Lat. 26° 22’ 31” N., Long. 127° 58’ 08" E. (i.e. the N.E. obit 

the Sea Island) 

2. Lat. 26° 21' 37” N., Long. 127° 56’ 44” E. (i.e. the NE. dopre 

No. 3 Berth on the Products Pier) 
For berthing, Masters of vessels are requested to have the 
submerged and vessel in a reasonable trim for ship-handling Pury 
(not exceeding 3.5 m.). 
RESTRICTIONS: Berthing operation is permitted during daylight » 
Unberthing operations take place throughout 24 hours. 

There are no specific restrictions on draft, but in order to ensues 
handling characteristics it is recommended that vessels arriving ints 
arrange that the propeller is fully submerged, with a stern tre, 
exceeding about 10 ft. Vessels which do not meet this requiremer» 
be delayed in berthing until additional ballast has been run in. 
MAX. SIZE: 5 berths are available for calling tankers. Berth No}, 
accommodate vessels up to 500,000 d.w.t., and Berth No. 2 vesss 
to 150,000 d.w.t. These 2 berths are situated at the offshore pla 
Berths No. 3, No. 4, No. 5 are situated at the Product Dock. 

Least depth 


of water 

Berth No. Max. d.w.t. below datum Remarks 
Sea Berth 1 500,000 102 ft. 
Sea Berth 2 150,000 90 ft. 

, Max. dist. stem: 
Prod. Pier 3 60,000 50 ft. manitold 3204 
Prod. Pier 4 20,000 36 ft. 
Prod. Pier 5 10,000 30 ft. 


In addition to the above tanker berths a dry-cargo berth s; 
available. This berth is 110 m. in length and has a least depth ol! 
below Okinawa Datum. 

HEALTH: Quarantine Office: Naha Quarantine Office. 
Location: Naha Godo Chosha Bidg., 11-1, 2-chome, Minato-Me 
Naha, Okinawa (Tel: 0988-68-1674). 

At first port of call in Japan, vessel may obtain Free Pratique 

Quarantine Officer will attend vessel only from daylight to sunset: 
Master to show all vaccination cards and Derat Exemption Certs 
If vessel arrives from infected area crew and passengers 
condition to be cabled to Quarantine Officer through ship's Agents 
to arrival, and close all soil pipes before entering port. 

(1) Radio Pratique: Free Radio Pratique Telegrams to Quart 
Station not less than 12 hours and not more than 36 hours before ay 
advising full details of vessel and health condition on board. Whet® 
Pratique is granted by radio, vessel will be required to subm) 
following documents to Quarantine Officer on arrival. 


Maritime Declaration of Health... .......... 0.600 e ees a 
Crew List and Passenger List... oo... 1. ean ssn sn cneneee 19 
NY ACARD NE a a a ae ad a noc 1@ 


(2) The following vessels will not be able to obtain Radio Prat 

A vessel that has been in contact with an infected area or a susp 
infected area within 15 days of arrival. 

If a vessel has onboard any case, or any suspected case, of ine 
disease within 15 days of arrival. 

If a vessel does not possess a valid Derat or Derat Exert 
Certificate. 
RADIO: When on route to the Kin Wan Port at Okinawa a vessels! 
must be communicated to his Agent, 72, 48 and 24 hours prior toa” 
If VHF is not available arrival information can also be passed 10! 
Agent by “Ship Telephone Service”. Naha: 09885-4-5155. 


2s2zeaewzna ea Dea se wD 


It is important that ETAs are confirmed 12 hours before exi® | 


arrivals and amendments communicated when known. 

VHF station “Kin Wan Tug” located on Henza Island keeps 4 24" 
listening watch on Channel 16 (156.800 MHz) and Channel 13 (15% 
MHz). Tel: 09897-7-8341 is also manned 24 hours per day. 
RADAR: The port is not equipped with radar. Poor visibility may © 
in heavy rain, but fog is rare. Coastlines and buoys within the 3)? 
good echo returns on ship's radar. All tugs are fitted with radar, 2 
occasions vessels have been guided into the port by them in™®™ 
rainstorms, the tug keeping close alongside within sight of the © 
and communicating by VHF. 

TUGS: 4 tugboats are stationed at the Terminal. The Berthing NM 
in consultation with the Master will decide the number of tugs 
for each berthing operation and as stand-by tugs during the td 
Stay in port. 

Vessels are berthed with the assistance of up to 4 tugs accom 
the vessel's size and weather conditions. Such tugs will either 
alongside, “American style", or will secure forward or aft by thet 
hooks. Tugs’ lines are always used. The tugs are 23,400 h.p is 
2x2,600 h.p. Z-peller and 2 small twin-screw tugs 400 h.p., ® 
manned by highly skilled crews. It should be noted that the port cht 
for vessels are a fixed amount based on deadweight tonnage, 
charge is not affected by the number of tugs used or not used. Mi 
may thus follow the Berthing Master's recommendations rega@ 
requirements without having to consider what may well be 
economies. 


arenas. 


aS Tan be all se a w 


anes: A vessel is “arrived” for Notice of Readiness purposes, 
»e Berthing Master boards or, if vessel proceeds to anchorage 
,,Berthing Master, when she drops her anchor. 
a NG: In normal circumstances no lines are run out until the vessel 
08 the berth and in position. Tugs will hold her there whilst the 
yn takes place, springs usually being run first, followed by 
© ees, then head- and stern-lines. On the larger berths all lines 
ngs are lowered to the water and taken to the dolphins by 
sending boats, where they are secured to quick-release hooks. 
is required in the way of pennants, tails or shackles. Springs 
direct to the dolphins by heaving-lines. 
to the depth of water, anchors are not normally used when 
ong at the sea-berth. However, the outboard anchor should in all 
be ready for emergency use. 
eater permitting, vessels secure starboard side alongside at Berth 
_; AtBerths No. 4 and 5 vessels can only berth starboard side to 
yer, owing to the construction of the berths. Therefore if wind 
“fons do not permit of berthing in this way, the berthing will be 
“ed until the wind is suitable. At the sea-berth, mammoth vessels 
berth port side to the pier, but this is only to reduce the time 
for the operation, and they can be berthed starboard side to if 
“sons require it. Smaller vessels are berthed either way according 
“urements and conditions. 
‘»e Marine Office is equipped with a Weather Facsimile Recorder, 
«Masters can obtain the latest information regarding possible storm 
sgvons by contacting the Berthing Master on VHF Channel 13 or by 
‘e 580 on the internal telephone system from the berths. When 
sons are imminent all cargo operations cease and vessels are 
red to vacate the berths and are recommended to proceed to sea. 
No. 1: Also see “Report” dated 1983 (below). 
ders: Okinawa Terminal Company Ltd. 
nition: Lat. 26° 22’ 25” N., Long. 127° 58’ 01” E. 
moth: 30 m. (MLWS). 
wx. Size: 385 m. LOA, 70 m. beam, 26 m. draft. 500,000 d.w.t. 
wvices: Fresh water not available. 
uading Rates: Bunkers/HFO 3,000 ki/h, product 2,000 ki/h. Crude 
ono ki/h., Ballast 4,000 klI/h. Max. pressure 250 p.s.i. 
wNo. 2: Also see “Report” dated 1983 (below). 
‘wers: Okinawa Terminal Company Ltd. 
agition: Lat. 26° 22’ 25” N., Long. 127° 58’ 01” E. 
joth: 28 m. (MLWS). 
ix. Size: 305 m. LOA, 45 m. beam, 20 m. draft. 150,000 d.w.t. 
evices: See Berth No. 1. 
sading Rates: See Berth No. 1. 
mh No. 3 
dwners: Okinawa Sekiyu Seisei K.K. 
Asition: Lat. 26° 21' 34” N., Long. 127° 56’ 40” E. 
tooth: 15.5 m. (MLWS). 
vax. Size: 240 m. LOA, 35 m. beam, 13.5 m. draft. 
Sevices: Fuel oil (bunkers) available, 70 ki/h. 6 in. hoses used. Fresh 
@ available, but not fit for drinking. 
uading Rates: Aviation, JP4 and Naphtha, 500 ki/h x 2 low sulphur 
91,000 ki/h x 3. Fuel oil and diesel 1,000 klI/h. Max. pressure 15 kg./ 
gon 
iessels normally berth starboard side to. 
®TNo. 4 
twners: Okinawa Sekiyu Seisei K.K. 
*sition: Lat. 26° 21' 29” N., Long. 127° 56’ 48” E. 
feoth: 11.5 m. (MLWS). 
tax. Size: 175 m. LOA, 22 m. beam, 10 m. draft limiting condition 
fm stern to manifold. 
‘vices: Fuel oil available, rate 70 ki/h. Chicksan used. Fresh water 
teable, but not fit for drinking. 
wading Rates: Aviation, JP4, JP1, kerosene 500 kli/h x 2. 
* sulphur F.O. 600 kl/h. diesel 1,000 kI/h, fuel oil “A” 1,000 kI/h. 
mum pressure 15 kg./sq.cm. 
sels berth starboard side to. 
*)No. § 
‘mers: Okinawa Sekiyu Seisei K.K. 
‘sition: Lat. 26° 21’ 28” N., Long. 127° 56’ 58” E. 
Soth: 10 m. (MLWS). 
4 4 110 m. LOA, 17 m. beam, 8.5 m. draft limiting condition 
DN d.w.t. 
*vices; Fuel oil, 6 in. hose, 70 kl/h diesel, 6 in. hose, 700 ki/h. Fresh 
available, but not fit for drinking. 
“ading Rates: JP4, JP1, kerosene, diesel and fuel oil "A" 700 ki/h. 
© pressure 20 kg./sq.cm. sulphur, 120 kli/h, max. pressure 15 kg./ 
xm low sulphur fuel, 600 kI/h max. pressure 20 kg./sq.cm. 
“3200 ki/h max. pressure 27 kg./sq.cm. 
,|*ssels berth port side to. 
mers Report: 1983. 
“wa Terminal Co. Ltd. (OTC) Sea Berth (Discharging and loading 
Tal): Operated by OTC. 
wom operates 24 hours per day, 7 days a week. Ships moored 
-_“moored at anytime, weather or other circumstances permitting. 
meal will not be closed on any holidays. 
= tton: Lat. 26° 22’ 25” N., Long. 127° 58’ 01” E. 
mise: Compulsory. 
hen age: (See “Plan”) Anchorages are in the following positions. 
val of The Captain oi the Port of Kim-Nakagusuku must be 
a through Agent prior to arrival 
ty Within a radius 700 m. Lat. 26° 24’ 00” N., Long. 127° 57’ 48" E. 
ewe of 100,000 g.r.t. or over. 
thin a radius 700 m. Lat. 26° 23’ 30” N., Long. 127° 57’ 12” E. 
re of 100,000 g.r.t. or over. 
ty ithin a radius 700 m. Lat. 26° 25’ 00" N., Long. 127° 58’ 10” E. 
wre of 100,000 g.r.t. or over. 
t ithin a radius 700 m. Lat. 26° 25’ 12” N., Long. 127° 55' 24” E. 


wi 


*ssels of 100,000 g.r.t. or over. 
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KS: Within a radius 600 m. Lat. 26° 23’ 06” N., Long. 127° 56’ 43” E. 
For vessels of maximum 100,000 g.r.t. 

$1: Within a radius 400 m. Lat. 26° 22’ 30” N., Long. 127° 56’ 48” E. 
For vessels of maximum 10,000 g.r.t. 

S2: Within a radius 400 m. Lat. 26° 22’ 00" N., Long. 127° 56’ 48” E. 

For vessels of maximum 10,000 g.r.t. 
Approaches: For the purpose of Traffic Separation and Control, the 
approach to Kin Bay is divided by a channel centre line joining the 
following positions. Lat. 26° 26’ 00” N., Long. 128° 02’ 00" E. and Lat. 
26° 24' 47" N., Long. 127° 59’ 26” E. 

Vessel should make for position Lat. 26° 26'00"N., Long. 
128° 04’ 00" E. off the East coast of Okinawa and from there steer to 
the West, passing Menguisho light beacon abeam to port at a distant 
of about 1.25 miles. The Berthing Master will board VLCC’s (150,000 
d.w.t. or over) or any ship which is on a first visit to the port. 

When vessels are abeam of the beacon (but if circumstances should 
prevent this, the ship should continue on the Western course for one 
mile past the beacon) alter course to 242°, after about 1.4 miles on this 
new course the ship will be at the inner pilot boarding area. 

Berthing: 
Maximum rate 4,000 ki/h 
West side of sea berth (No. 1 berth) 

Max. size 500,000 d.w.t., Max. draft 26.0 m. 
East side of sea berth (No. 2 berth) 

Max. size 150,000 d.w.t., Max. draft 20.0 m. 

Ballast: Disposal of dirty ballast water over the side is strictly prohibited 
by the Authorities and any pollution of the sea will result in heavy claims 
and fines. 

No ballast is to be taken from the bay unless required for the ship's 
segregated clean ballast system. Ballast for cargo tanks will be supplied 
by the terminal. 

LOADING: Loading lines at the berths are as follows: (Note: Hoses are 
listed from N.E. to S.W.) 


Berth Dia. To handle Type 
No. (in.) 

1 16 Products Chicksan arm with Q/C 
16  Crude/HFO Chicksan arm with Q/C 
16 Crude/ballast Chicksan arm with Q/C 
16 Crude/ballast Chicksan arm with Q/C 
16 Crude Chicksan arm with Q/C 
16 ~— Ballast Chicksan arm with Q/C 

2 16 Product Chicksan arm with Q/C 
16  Crude/HFO Chicksan arm with Q/C 
16 Crude/ballast Chicksan arm with Q/C 
16 Crude/ballast Chicksan arm with Q/C 
16 Crude Chicksan arm with Q/C 

3 4 Bunkers (DO, FO) Flexible hose 
10 ~=Ballast Mechanical arm 
10 Naphtha/JP4/kero. Mechanical arm 
10 Naphtha/JP4/kero. Mechanical arm 
12 Ballast/LSFO Mechanical arm 
12 Low sulphur fuel Mechanical arm 
12 Low sulphur fuel Mechanical arm 

6 Bunkers (DO, FO) Flexible hose 

4 10 ~=—Ballast Mechanical arm 
10 JP4, Jet A1, kero., naph. Mechanical arm 
10 JP4, Jet Al, kero., naph. Mechanical arm 
10 Automotive or marine Mechanical arm 

diesel 
10 Low Sulphur (FO) 
6 Bunkers (DO, FO) Flexible hose 
5 Auto/marine diesel, kero. Flexible hose 


Flexible hose 
Flexible hose 


6 

4 LPG vapour return 
6 LPG/propane/butane 
6 Liquid sulphur Mechanical arm 

6 Bunkers (FO, DO) Flexible hose 

During cargo transfer or ballast operation all vessels shall show signal 
flag “B” during the day, and a red light during the night. 

Transfer operation shall not be started, or if started shall be 
discontinued by either the duty officer of the vessel or the Terminal 
supervisor, when any of the following conditions come to his attention: 
(a) During severe electrical storms. 

(b) \f a fire occurs on the pier or on the vessel. 

(c) If there is not sufficient competent personne! aboard the vessel 

or on the pier to safely handle cargo operation in progress. 

(d) Should any condition develop which represents a hazard to the 

vessel or Terminal installation. 
MEDICAL: Agents should be given advance notice of medical or dental 
attention required. Clinic and hospital facilities are available, and in 
emergencies helicopter evacuation is possible. There is also a Company 
ambulance on Henza Island, for emergencies only. Tel: 119. If no 
answer, or at night, telephone 318. Or contact C.C.D. (Central Control 
Desk) on VHF Channel 16 or 13 or Tel: 580. 
DENSITY: The bay is open to the sea, and normal density is 1025. 
FRESH WATER: Available at Berth Nos. 3, 4 & 5, but not fit for drinking. 
FUEL: All grades of bunkers are available at Nos. 3, 4 and 5. 
FIRE PRECAUTIONS: Smoking and use of naked lights is strictly 
prohibited on board vessels alongside the berths, except in those 
enclosed spaces aboard ship specifically designated by the Master as 
“Smoking Areas”. 

Fire wires of steel must be hanging over the side of the offside bow 
and quarter whilst alongside to enable tugs to connect readily in an 
emergency situation. The towing eyes should be maintained at water 
level. 

Boiler tubes must not be blown whilst vessel is alongside and every 
precaution must be taken to prevent sparks and soot particles escaping 
from the funnel. 

Mooring of boats or craft with mechanical propulsion alongside a 
vessel loading/discharging crude oil or in the process of ballasting, is 
not allowed, unless special permission has been given by the Terminal. 
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In case of a fire aboard a vessel alongside the pier the following 
sequence of procedure should be adhered to: 

(a) “Kin Wan Tug” to be informed immediately. 

(b) All cargo operations to cease forthwith. 

(c) MOV's and gate valves on loading arms, nitrogen and battery 

limit valves to be closed as soon as possible. 

(d) Dock personnel to stand-by for disconnecting loading arms, 
unberthing or fire-fighting in accordance with instructions issued 
by the Berthing Master or “Kin Wan Tug”. 

During an emergency situation on board a vessel alongside, the 
Berthing Master will be in charge of organising the preliminary fire- 
fighting assisted by “Kin Wan Tug”. He is to make use of all available 
means at his disposal, such as tugboats, launches, personnel, terminal 
equipment and other facilities to assist the vessel and protect lives and 
Terminal installations. Should the Berthing Master be unavailable or 
unable to communicate, “Kin Wan Tug” will direct the preliminary fire- 
fighting. 

Kin Bay area comes under the jurisdiction of the 11th District of the 
Japanese Coast Guard and lies in Kin Nakagusuku Port. The telephone 
number of the Captain of the Port-Coast Guard Offices, 11th District is 
098895-4874 or 5439. 

CONSULS: At present the only Consulates on Okinawa are those of 
U.S.A., Korea and Philippines. 

REPAIRS: Only minor repair facilities are available in Kin Wan, for such 
small components as can be sent ashore, e.g. repairing of valves or 
pipind. re-winding of electric motors. 

DRY DOCKS: None. 

GANGWAY/DECK WATCHMEN: Shore gangways are fitted at Nos. 1, 
2 and 3, and are supplied free of charge. Ship's gangways must be 
provided at Nos. 4 and 5. Watchmen are not required since access to 
the berths is controlled by the Company's security guards at the 
installation cet 

REPATRIATION: Crew changes and/or repatriation can be arranged by 
the Agent. 

AIRPORT: Kin Wan Port is about 2 hours by car from Naha Airport 
(depending on traffic conditions) from where there are frequent services 
by several major airlines to all parts of the world via Tokyo, Honolulu, 
Taipei or Hong Kong. 

TIME: Local time is 9 hours ahead of GMT, unchanged throughout the 


ear. 
HOLIDAYS: Local holidays do not normally affect operations in the port. 
Bank Holidays are now basically the same as those in other Japanese 


ports. 

POLICE/AMBULANCE/FIRE: Ambulance 119 after hours or 580 
(C.C.D.) or VHF 16; Fire 119 after hours or 580 (C.C.D.) or VHF 16; 
Police inform C.C.D. by VHF Ch. 16 or Tel: 580, or Berthing Master 
Tel: 578. 

TELEPHONES: Telephones are not placed on board, but for urgent 
ship's business arrangements can be made for calls to be placed through 
the Company switchboard. 

SERVICES: Tank-cleaning alongside is prohibited, but facilities for 
cones of tank washings are available. See ‘Pollution Control”. 
SHORE LEAVE: For reason of safety the Terminal and the Off-Shore 
Platform are restricted areas. However, ship's personnel and visitors to 
ships are permitted to disembark and embark via the dolphins, which 
are also the personnel landing areas. Loitering at the loading platform 
will not be permitted. 

Unauthorised or apparently intoxicated or disorderly persons shall be 
prohibited from entering the pier and the Terminal. 

Shore passes will be issued by the Agent. These passes must be 
surrendered to the Agent prior to the ship’s departure, unless the vessel 
is bound for another port in Japan when they can, after stamping, be 
used in the second port. The pass is sufficient, and no other means of 
identification need be carried when ashore. 

POLLUTION CONTROL: Gas-freeing is not aliowed on tankships 
alongside the pier. 

To minimise the chances of pollution a// ballast, whether clean or dirty, 
must be discharged ashore, except that which is contained in 
independent “permanent” ballast tanks. Also all ballast loaded into cargo 
tanks must be taken from ashore, and not from the Bay. The shore 
ballast tank has a capacity of 550,000 barrels and is connected to all 
tanker berths. 

Caution: The sea berth is surrounded by a new type of sink/fioat oil 
fence to contain any oil that may be spilled on the sea. This fence is 
moored in place by 36 anchors and ropes. Vessels are therefore warned 
against approaching this fence or using any anchors in the vicinity of 
the sea berth. Nor should they throw overboard any old wires, ropes or 
other rubbish which may foul or damage the fence or its moorings. 

The Terminal will, in case of an oil spill, take such steps as may be 
deemed necessary to fight the pollution before it spreads. If the spill is 
due to faulty equipment or materials on the vessel or to negligency on 
the part of ship's personnel, the Terminal shall be indemnified for any 
expenses incurred in connection with the preventive action taken. 

No ballast is to be taken from the Bay unless required for the ship's 
clean permanent ballast system. Ballast for cargo tanks will be supplied 
by the Terminal. 

AUTHORITY: Okinawa Prefectural Government, 1-2-32, Izumisaki, 

Naha, Japan 900. Contact: Nobuo Oshiro, Chief of Port Division. 

AGENT: Sub-agents of Aall Barwil Agencies. 

For Vessels at OCC: Okinawa Maritime Industries Co. Ltd., 1, Hiramiya, 

Yonashiro-son, Nakagami-gun, Okinawa Pref. 904-24, Japan. Tel: (098) 

oe tr Telex: 795-6160 Kikai J. Fax: (098) 977-7220. Cables: Okship 
aha. 

For Vessels at OTC: Okinawa Terminal Co. Ltd., 6483, Aza Heianza, 

Yonashiro-son, Okinawa Pref. 904-24, Japan. Tel: (098) 977-8226. 

Leng 795-605 Kps J. Fax: (098) 977-7411. Cables: Kinwanport Svc 
aha. 


1100 


KINUURA: 34.50 N. 136.56 E. 


DOCUMENTS: 

Ship's Register. 

International Tonnage Certificate. 

Last Port Clearance. 

3 Crew Lists, including Passport Numbers. 

3 Passenger Lists. 

2 Ports of Call Lists. ¢ 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, 1 

wrist-watch, radio, firearms/swords, etc. (only at first port ofy 1 

l 
' 


(See p, f 


aan 


Japan). 

Ship’s Agent will prepare Inward/Outward Declaration, ; Ca 
Manifest and Cargo Manifest in transit using specific forms. 
ship's Agent should be provided with necessary information about des 
of cargoes in advance. 

PILOTAGE: Compulsory in Isewan (including Mikawawan) for Vesm 5 
exceeding 10,000 g.r.t. 

When pilot required, cable Agent at least 1 day before arriyy, 
ETA Pilot Station. Pilot boards at/off Irago No. 1 Buoy (Lat. 34°a5, ¢ 
Long. 137° 06.9’ E.) when coming from East, or Lat. 34° 28.3'\\ |, 
137° 03.8’ E. when coming from West or South, and Kinuura Har, 
Anchorage (Lat. 34° 48.1'N., Long. 136°57.3'E.). If there «, 
change, cable “Handakoun Handa”, who pass messages to pilot 

Also see “Nagoya” — Pilotage: “Shipmaster’s Report”. 
ANCHORAGE: Kinuura Anchorage located in position Lat. 34°) _, 
Long. 136° 57’ E. Depth of anchorage: Outside high tide banka | 
38 ft. — 39 ft., inside high tide bank about 32 ft. — 33 ft. 
RESTRICTIONS: Depth in Channel: { 

South of Central Roads: 12.0 m. 

North of Central Roads: 10.0 m. ' 
MAX. SIZE: See “Berthing”. | 
HEALTH: Radio Pratique available. Formalities will be carried 
Lat. 34° 48.7’ N., Long. 136° 57.24’ E., or in a position with Take 
Lighthouse bearing 155° x 5,000 m. { 

At first port of call in Japan, vessel must obtain Free Pray | 
Quarantine Officers will attend vessel only from daylight to sunse) | 
Master to show all Vaccination Cards, Derat Exemption Certifica: | 
case vessel arrives from cholera-infected area within 10 days, Ma | 
must advise crew and passengers health condition to respy | 
Quarantine Office through ship's Agent prior to arrival, and closea) 
pipes before entering port. 

RADIO: Recommended Master communicates with Agent thy 
Choshi Radio or Nagasaki Radio which cover all ports in Japs 
specifically Westbound vessel, to contact Choshi and Northbour 
contact Nagasaki Radio respectively. 
BERTHING: No specific requirements. Pilot boarding time will be nt 
by ship's Agent mainly by radio. 
Name 

(m.) — (d.wt} 


| 

! 

{ 

! 

| 

Type Length Depth Capact\ | 
(m.) \ 
Taketoyo Area { 
| 

( 

f 


Chuden Quay Private 660 12.0 75,00) 
Asahi Glass Quay Private 218 5.5 2,00! 
Nippon Kagaku Quay Private 116 9.0 10,00 
Nakayama Jetty Private 50 55 1,000 
Nakayama No.1 Quay Private 108 4.5 7H 
Nakayama No.2 Quay Private 250 6.0 500 | 
Tokai Carbon Jetty Private 5.4 45 7H 
Nippon Lubrizoil Jetty Private 21 45 70) | 
Kawatetsu No.1 Quay Private 500 6.0 3,00) | 
Kawatetsu No.2 Quay Private 550 10.8 40,00 ; 
Taketoyo Quay Public 180 4.5 70) 
Taketoyo North Quay (Coal) Public 255 7.5 5,000) | 
Handa Area | 
Chuo Wharf W. No.1 Quay Public 300 4.0 2,00) | 
Chuo Wharf W. No.2 Quay Public 520 7.5 5,003 | 
Chuo Wharf W. No.3 Quay Public 185 10.0 15,00 | 
Chuo Wharf W. No.4 Quay Public 185 10.0 15,00 
Chuo Wharf W. No.5 Quay Public 240 12.0 30,00 
Chuo Wharf W. No.6 Quay Public 240 12.0 30,00 
Chuo Wharf W. No.11 Quay Public 300 4.0 500 
Kamesaki Pier Quay Public 555 10.0 15,00 
30,00 | 
Chuo Wharf W. 
Mooring Buoys (2) Public — 10.0 10,00 ! 
Dow Chemical Jetty Private 210 9.0 26,00 | 
Takahama Area | 
Takahama No.1 Quay Public 180 45 700° | 
Takahama No.2 Quay Public 130 7.5 5,00 | 
Asai Jetty Public 21 5.0 1,00 
Hekinan Area ‘ 
Chuo Wharf E. No. 1 Quay Public 630 5.5 2,00 
Chuo Wharf E. No.2 Quay ‘Public 130 7.5 5,00 
Chuo Wharf E. No.3 Quay Public 185 7.4 15,000 
Chuo Wharf E. No.4 Quay Public 240 12.0 30,00 
Toyota Quay Private 300 6.5 5,00 
C. Itoh Quay Private 195 12.0 70,00 
Nakanihon (Dolphin) Private 162 12.0 70,00 ) 
Nichikinko Quay Private 12 5.5 2,000 
Keizairen Quay Private 100 10.0 5M) 
Ishibashi Quay Private 170 8.2 1500 , 
Mazada Quay Private 70 5.5 200 | 
Onoda Quay Private 52 8.0 600 ; 
Shell Quay (LPG) Private 224 12.0 55% 
Shell Quay Private 72 5.5 150 
Shell Quay Private 65 5.5 1,00 
Shinkawa No.1 Quay Public 100 4.5 7 
Shinkawa No.2 Quay Public 150 4.0 5a 


y 


LING FACILITIES: Public Wharves: 
gut HAND Max. Safe 


0 Max.Size Draft LOA Remarks 
pond COD (dwt)  (m)  (m) 
. pig iron, scrap, etc.: 
* Whar, West 
Mand No.4 15,000 9.50 155 
*- and No.6 30,000 11.80 200 
Swart, East 
we 15,000 7.40 155 
a 30,000 11.80 170 
eo Whart 5,000 9.80 155 Under repair 
wna Whart 5,000 6.00 105 
ig venne’, om 
fo whal 
_ ia 15,000 9.80 170 
1) 30,000 9.90 150 
ogie Wharves: 
» sugar and molasses: re 
goon Dolphin 70,000 11.80 225 Pneumatic Pipe. 
Grain silo capacity 
75,520 tons. 
sp Dolphin 70,000 11.80 225 Shore crane. 
Grain Silo capacity 
43,980 tons. 
Sugar Silo capacity 
8,840 cu.m. 
Molasses Tank capacity 
7,000 k/I. 
encals. 
i Sekiyu 
se yDolphin 55,900 10.50 250 LPG 
» Chemical 
(ura Dolphin 28,000 8.50 159 P.O. 
een Chemical 
*uetoyo Dolphin 10,000 9.00 116 Yellow Phosphor 
wien Hekinan 75,000 11.40 250 Unloader. 
dophin Coal yard 680,000 tons. 
w (Export): 
aetsu Whart 40,000 10.20 185 Shore Crane. 
@Mikawawan Port Radio on Channels 16, 11 and 12. Irago Pilot on 
wenels 13 and 16. 


14S: No tug required when vessels enter anchorage, only alongside 
vyes. 23,500 h.p., 1x 3,400 h.p., 1x3,200 h.p. and 11,460 h.p. 
SVEDORES: At least 24 hours’ prior notice excluding Sundays and 
says required in order for Agent to arrange stevedores. Vessel must 


_ wantly Keep her Agent advised of ETA. If stevedores cannot 


emence loading/unloading at time notified by the Agent, the orderers 

s@ pay for waiting time. If cargo gear not rigged on berthing, 

eedores will do same for ship's crew at additional cost. 

®ICAL: No advance notice required unless urgent. 

SITY: About 1023 — 1027. 

RSH WATER: Available, but only 1 water barge — capacity 70 tons. 

te available alongside by pipeline (rate 75t.p.h.) at Kawatetsu 

tat, Chuo Wharf East No. 2, 3 and 4, and Chuo Wharf West No. 4; 

wen Dolphin and Kamezaki Wharf No. 1 and 2. 

‘EL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 

‘a Bay and Kanmon Port. At all other ports bunkers will be lightered 

the nearest bunker stock ports at maximum 7 days’ prior notice. 

domestic oil also available. 

ONSULS: None. 

®AIRS: Minor repairs possible. 

WNGWAY/DECK WATCHMEN: Not specially 

Ssengers or valuable cargo on board. 

¥ENING/CLOSING HATCHES: Stevedores carry out opening and 

‘sg hatches. If any time lost by ship's crew doing this work, 

®edores charge ship for waiting. Recommend request stevedores for 

‘work unless crew can complete it before berthing. 

RIIFICATES: Ship's Register to show Customs Inspector ship's 

‘sered gross and nett tonnages. Valid Cargo Gear Certificates 

memes required by stevedores when cargo gear’s maintenance 

‘ars to be poor. 

is ALLOWANCES: Only allowed 50 cigarettes to take ashore 

"0 spirits. 

®ORT: No airport locally. 

GMT plus 9 hours. No alterations made to clocks during year. 

DAYS: 20th July. 

‘NCE/AMBULANCE/FIRE: Police 110; Ambulance/Fire 119. 
PHONES: No telephones available to place on board. 

‘in LEAVE: Local Immigration Offices issue shore passes valid for 

MHORITY: Kinuura Port Office, 1-1, 11-Gochi, Handa-shi, Japan. 

*(0569) 21-2451. 


“ENT: Sub-agents of Aall Barwil Agencies. 

"ada Koun Kaisha Ltd., 1-4, 11-Gochi Handa City, Aichi Pref. 475, 

ie Tel: (0569) 23-2307. Telex: 4563-626 H Koun J. Fax: (0569) 24- 
Cables: Handakoun Handa. 


required unless 


‘SARAZU (Kimitsu): 35.22 N. 139.52. (See Plan) 


“a uMirs: Refer to Marine Chart No. 1067. Published by Surveys 
oy rographic Department M.S.A., Japan. 

» MENTS: Arrival 

‘Zantine Service: 

»,me Declaration of Health - WHO Form, 1 copy. 

2°" List - free form, 1 copy. 
Derat nger List (if any) — free form, 1 copy. 

“at (Exemption) Certificate, presentation. 


JAPAN 


Immigration Service: 

Crew List — free form, 1 copy. 

Passenger List (if any), — free form, 1 copy. 

Passport or Seamen's Book (all of them), presentation. 

Customs Inspection: 

Ship's bey mp presentation. 

Last Port Clearance, presentation. 

Crew List — free form, 1 or 2 copies. 

Passenger List (if any) — free form, 1 copy. 

Stores List (Japanese Customs form required). 

Declaration of Crew's Baggage, (Japanese Customs Form required) 
i.e. tobacco, wine/spirits, camera, wrist-watch, radio, firearms/swords, 
etc. (only at first port of call in Japan.) 

List of ports of call including last foreign port. 

Ship's Agent will prepare Inward/Outward Declaration, 1 Cargo 
Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship's Agent should be provided with necessary information about details 
of cargoes in advance. 

PILOTAGE: Berthing Pilot: Compulsory for foreign trade vessels over 
10,000 g.w.t. Application to be made to Yokohama Pilot Office, via local 
Agent. Pilot boards on Kisarazu Quarantine Station or entrance of 
approaching passage. Pilot available 0600 hrs. — 1900 hrs. for inward 
vessels, and 0600 hrs. — 2000 hrs. for outward vessels. Large vessels 
(over 60,000 d.w.t.) can enter until 1 hour before sunset and may leave 
up until 30 minutes before sunset. 

Bay Pilot: Uraga & Nakanose on entering: Bay Pilot became compulsory 
in January 1977 for foreign trade vessels over 10,000 g.w.t. Application 
required 24 hours prior to entering by Cable to Anjin Yokosuku through 
Agent or direct. Pilot boarding position located on point 5.0 miles and 
161° from Kannon Zaki L.H. Available any time, if any delay, change 
must be cabled to Anjin Yokosuka. 

On leaving: Application same as on Entering. Pilot boarding on pier 
or off harbour. 

ANCHORAGE: Refer to Japanese Chart No. 1062 (middle part of Tokyo 
Bay). Kisarazu Quarantine Anchorage boundary. 
RESTRICTIONS: See “General”. 
HEALTH: At first port of call in Japan, vessel must obtain Free Pratique. 
Quarantine Officers will attend vessel only from daylight to sunset and 
Master to show all Vaccination Cards, Derat Exemption Certificate. In 
case vessel arrives from cholera-infected area within 10 days, Master 
must advise crew and passengers health condition to respective 
Quarantine Office through ship’s Agent prior to arrival and close all soil 
pipes before entering port. A vessel may be berthed without a stay at 
the anchorage if Radio Pratique system used and permission of Chief 
of Quarantine Office. If Pratique formalities carried out locally vessel 
anchors 1.5 miles off No. 1 Entrance Buoy in position: Lat. 35° 21’ 54” N., 
Long. 139° 50’ 35” E. 
RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which cover all ports in Japan. If 
specifically Westbound vessel, to contact Choshi, and Northbound to 
contact Nagasaki Radio respectively. 
VHF: Port Radio Station at Yokohama works 24 hours. Channel 16. Call 
sign “Yokohama Port Radio”. 
RADAR: Radar station at Kannonzaki which controls all vessels in Uraga 
Channel. 
TUGS: 
2 tug boats belonging to Kimitsu tug boat station. 

3,200 h.p. 2 tugs 
Another 16 tug boats listed belonging to Yokohama tug boat station. 


2,000 h.p. — 2,500 h.p. 4 tugs 
2,500 h.p. — 3,000 h.p. 8 tugs 
3,000 h.p. — 3,500 h.p. 4 tugs 


Tug boat's lines used free of charge. 

BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship’s Agent mainly by VHF. 

Public: Kisarazu Quay E. Max. draft 7.5 m. at high tide. Length 260 m. 
Capacity 5,000 d.w.t. 

Private: Kisarazu Lumber Association dolphin pier. Max. draft 10.0 m. 
Length 250 m. Capacity 25,000 d.w.t. 

Kimitsu Works of Nippon Steel Corporation. 


Centre Pier: 

No. 1-4 Coastal chemical tanker, tug boat basin. 

No. 5 Coastal Raw material discharging berth. 

No. 6 Discharging berth of iron ore and coal. Max. draft 16.0 m. 
at high tide. Length of berth 304 m. Capacity 150,000 d.w.t. 
or 270,000 d.w.t. (Part load). Dischage rate for coal 25,000 
tonnes per day. 

No. 7 Discharging berth of iron ore and coal. Max. draft 18 m. at 
high tide. Length of berth 350 m. Capacity 200,000 d.w.t. 
Discharge rate for ore 30,000 tonnes per day. 

No. 8 Discharging berth of iron ore and coal. Max. draft 18 m. at 
high tide. Length of berth 422 m. Capacity 310,000 d.w.t. 
Discharge rate for ore 30,000 tonnes per day. 

No. 10 Coastal Limestone carrier berth. 


No. 11, 12 Coastal tanker berth. 
Centre Pier unloader at No. 6 & 7 — 4 units each capacity 1,500 t.p.h. 
Centre Pier unloader at No. 8 — 1 unit capacity 2,500 t.p.h. 

Also see “Shipmaster's Report” dated December 1991. 
West Pier: 


No. 1-6 Coastal small ships only. 

No. 7 Loading berth of steel products. Max. draft 11 m. Length 
of berth 250 m. Capacity 30,000 d.w.t. Shore crane 1 unit 
20 tons, 1 unit 30 tons. 

No. 8 Loading berth of steel products. Max. draft 11 m. Length 
of berth 250 m. Capacity 30,000 d.w.t. Shore crane 1 unit 
30 tons, 1 unit 20 tons. 

No. 9 Loading berth of steel products. Max. draft 11 m. Length 


of berth 285 m. Capacity 30,000 d.w.t. Shore crane 1 unit 
30 tons, 1 unit 35 tons. 
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No. 10 Loading berth of steel products. Max. draft 11m. Length 
of berth 230 m. Capacity 40,000 d.w.t. Shore crane 2 units 
each 30 tons. 

East Pier: 

No. 2 Loading berth of steel pipes. Max. draft 11 m. Length of 
berth 240 m. Capacity 30,000 d.w.t. Shore crane 3 units 
on Berths No. 2 & No. 3 berth 30 ton. 

No. 3 Loading berth of steel pipes. Max. draft 11 m. Length of 
berth 240 m. Capacity 30,000 d.w.t. (See No. 2 Berth). 

No. 4-13 Coastal ships only used for loading wire rod, angle bar, 


etc. and discharging materials. 

CRANES: See “Berthing”. 
BULK CARGO FACILITIES: See “Berthing’”’. 
SPECIALISED CARGO-HANDLING FACILITIES: See “Berthing”. 
BRIDGES: None. 
STEVEDORES: At least 24 hours’ prior notice excluding Sundays and 
holidays required in order for Agent to arrange stevedores. Vessel must 
constantly keep her Agent advised of ETA. If stevedores cannot 
commence loading/unloading at time notified by the Agent, the orderers 
must pay for waiting time. If cargo gear not rigged on berthing, 
stevedores will do same for ship’s crew at additional cost. 
Average loading rates: Coils 75 t.p.h. 
Plates 50-60 t.p.h. 
Pipes 40 t.p.h. 
Angle 40 t.p.h. 
Wire rods 15-25 t.p.h. 
Coal 700 t.p.h. 
Iron ore 750-800 t.p.h. 

1,500—1,600 t.p.h. 

(2,500 ton unloader) 
Manganese ore 600 t.p.h. 
lron sand 900 t.p.h. 
Coke 700 t.p.h. 
MEDICAL: No advance notice required unless urgent. 
TANKERS: Only coastal tankers. 
DENSITY: Summer 1020, Winter 1025-5. 
FRESH WATER: Available from shore line. Rate of delivery 40-50 t.p.h. 
FUEL: All grades of bonded bunkers are stocked in Tokyo Bay. Bunkers 
will be lightered from the nearest bunker stock ports (Yokohama and 
Chiba) at maximum 7 days’ prior notice. 
CONSULS: None. 
REPAIRS: Minor repairs only. 
DRY DOCKS: 500,000 d.w.t. dry dock at Chiba. 
SURVEYORS: Nippon K.K.K., Kimitsu Branch. 
GANGWAY/DECK WATCHMEN: Not specially 
passengers or valuable cargo on board. 
OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches except steel hatches. If any time lost by ship's crew 
doing this work, stevedores charge ship for waiting. Recommend request 
stevedores for this work unless crew can complete it before berthing. 
CERTIFICATES: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear’s maintenance 
appears to be poor. 
CUSTOMS ALLOWANCES: Only allowed 60 cigarettes to take ashore 
but no spirits. 
CARGO GEAR: Usually load/unload by shore cranes. 
REPATRIATION: Possible. 
AIRPORT: Narita (Tokyo) International Airport is about 2 hours by car 
or railway. 
TIME: GMT plus 9 hours. No alterations made to clocks during year. 
HOLIDAYS: No cargo loaded on January 1st. Cargo discharged on all 
holidays. 
POLICE/AMBULANCE/FIRE: Kisarazu Police Station tel. 0438-23- 
4011; Kisarazu Fire Brigade and Fire Station tel. 0438-23-7121. 
TELEPHONES: No telephones installation direct to vessels alongside 
wharf. 
SERVICES: Provisions, laundry, ship's stores, garbage, hold cleaning, 
oe aids. Special service are called from Chiba, Yokohama and 

okyo. 

SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
only 7 days, but 7 days’ extension possible if ship stays longer in Japan 
(up to 15 days if vessel calling at 2 or 3 ports). 
IDENTIFICATION CARDS: Shore Pass and Seaman's Book required. 
GARBAGE DISPOSAL: Not available. 
WASTE OIL DISPOSAL: Not available. 
SEAMAN’S CLUBS: None. 
CURRENCY: Japanese Yen. 
REGULATIONS: See “General”. 
GENERAL: Notification to Maritime Safety Agency: 

According to Maritime Traffic Safety Law, The Master of large vessel 
(over 200 m. in LOA and 10,000 g.w.t.) is required to give to Regional 
Maritime Safety Agency an advance report of estimated time passing 
the traffic route and other matters and also required to obey the 
instruction given by the Agencies. 

Notification cable definitely to be given by 1200 hrs. (JST) on the day 
prior to entering, directly from Master or through local Agent. Any change 
in reported matters, to be reported 3 hours before the time of entering 
by radio communication or telephone. 

Seaweed cultivation to be carried out in the vicinity of Nippon Steel 
Corporation Kimitsu Works so Master's co-operation with regards to the 
following items would be appreciated. 

1. The discharge of oil or oily waste into the water is strictly prohibited 
by Marine Pollution Law and other related ordinance. 

2. Proceeding to the cultivation area is prohibited. 

3. Numerous buoys each exhibiting flashing yellow lights have been 
established to mark the outer side-line of the seaweed cultivation area. 

4. Bunkering possible daytime only whilst in berth (sunrise to 1 hour 
before sunset) in the Port of Kimitsu. Bunkering also possible at 
anchorage. 
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Average discharging rates: 


required unless 


SHIPMASTER'S REPORT: December 1991. 

Vessel: 188,000 d.w.t. 

Berth: Kimitsu Works — Central Pier — Berth No. 8. 

Tugs: Vessel used 4 tugs for berthing and 3 tugs for unberthin » 

make fast between Buoys No. 5 and 6. Hh 
When berthing, the two starboard side tugs let go and DUSh te 

port side. ' 

Signals: Inbound vessels fly intention signals and berth signa} Oty 

bound vessels do not fly any signals. 

Pilot: The undocking pilot will normally use the accommodation 

Moorings: Order of moorings: Headlines, forward breasts, , 

springs, after breasts, after back springs and finally stern linen a 

are passed by mooring boat which comes from forward. 8 


AUTHORITY: Kisarazu Port and Harbour Office, 3-13-34, Katy 
Kisarazu City, Chiba Pref. 292, Japan. Tel: (0438) 25. 
Contact: Atsuko Nojima, Director. by 


AGENT: Sub-agents of Aall Barwil Agencies. 

Daito Corporation, Sodegaura Branch, 1-1-21, Nagayes 
Sodegaura City, Kimitsu-gun, Chiba Pref. 299-02. Cables », 
Kisarazu. Tel: (0438) 62-5886. Telex: 3785-880 Dukca J. Fax \jy 
62-1000. ; 

Seitetsu Unyu Co. Ltd., 1, Kimitsu, Kimitsu City, Chiba Pret » 
01 Japan. Cables: Tetsuun Kisarazu. Tel: (0439) 52-2320. Tele » 
5861 Tetsuun J. Fax: (0439) 52-5744. 

Kimitsu: (Tepco Futtsu): Utoku Express Co. Ltd., Hiranohaitsu, i 
3-6, Higashisakata, Kimitsu City, Chiba Pref. Tel: (0439) 55. 
Fax: (0439) 55-1354. 


KOBE: 34.40 N. 135.12 E. 


DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

1 Stores List. 

1 Declaration of Crew's Baggage. 

4 Crew Lists. 

4 Passenger Lists (if any). 

Ship's Agents will prepare other documents such as Inward/Oute 
Declaration, Cargo Manifest, etc., using Japanese Custom’s Form 
PILOTAGE: Osaka Bay Pilot is compulsory for vessels over 10,00); 
Pilot boarding point is 7 miles South of Tomogashima Light 
(approximately Lat. 34°10'N., Long. 135°00’E.). Cable adie 
“Baypilot Kobe”. If Bay Pilot is required, inform them 24 hours pw 
vessel's arrival at Tomogashima Pilot Station. 

Harbour Pilot: Pilot boards at Quarantine Anchorage at Wada 
Point. Cable address: ‘Pilot Kobe’. 24 hours’ prior notice is req 
When vessel moors to buoy, chain cable should be prepared. 
ANCHORAGES: Quarantine Anchorage: Lat. 34° 38’ N.; 34° 38! 
Long. 135° 10’ E.; 135° 11’ E. 

All vessels requiring anchorage for awaiting berth, repairs, bunie" 
etc., must obtain anchoring position from Harbour Master for 
within 3 days. 

RESTRICTIONS: Quarantine officials are available during 0a 
hours. Berthing is not permitted after 2000 hrs., except full con® 
vessels. 

Draft limitation in channel: 

1st Fairway: 8.70 m. 
2nd Fairway: 11.80 m. 
3rd Fairway: 11.40 m. 


(See Py 


MAX. SIZE: 
Max. 

Max. Safe Dept! 

Name of Berth LOA Dratt Bert 

(m.) (m.) (m 

Showa Sangyo 230 10.45 12.0 
Tomen Silo 230 10.45 12.4 
Zenno Silo 223 10.45 122 
Kohnan Silo 250 10.82 122 
Hanshin Silo 240 10.36 11.60 


RADIO: Recommend Master communicates with Agent throug” Ce 
Radio or Nagasaki Radio which cover all ports in Japan. If specie 
Westbound vessel to contact Choshi, and Northbound to % 
Nagasaki Radios respectively. 
Kobe-Radio details: 
Security and 
Port message 


Port message Public message 


Call sign JGD Kobe Port Radio JCK 
Name of Coast Station 
Station or Kobe Port Radio Kobe Radio 
Special Service 
Station 
5th Regional Kobe Municipal- Kobe Central 
Station Owner Maritime Safety ity (its Port & 
Telegraph 
Headquarters Harbour Bureau) Office zg 
444 kHz international 134.9 kHz. 143% 
500 kHz VHF be 
500 kHz Channels 16, 12, 416.5 kHz. 487°" 
11, 18, 20 
Frequency 512 kHz 24-hour service. 500 kHz - 
4 ‘a 


International 
VHF Channels 
12, 16 


. Quarantine Officials board vessel from daylight to sunset at 
ne Anchorage. ' 
pratique is available. Vessels must be in possession of a valid 
: Sanitary Inspection Certificate. 
= nents Required: Derat Exemption Certificate, Crew List, 
~ List, Maritime Declaration of Health and Vaccination Cards. 
as: Join vessel at entrance of fairway. Tug's lines used without extra 
< 35 oy available (900 h.p. — 3,600 h.p.). 

’ NG: h 


gal 
yaar 
23d0 


ains must be used in mooring to a buoy. Ship must not 

anchor near a buoy when it is moored to one. Ship brought head 
” side pier except in special cases. Some berths impossible to 
» after sunset, i.e. dolphin berths. This is why ships need to arrive 
wsde preakwater before sunset. 


Max. Max. Main 
Draft LOA Cargoes 
0 Length Depth (Irrespective of tide) Handled 
, (m.) (m.) (m.) (m.) 
ier 1 
an 160 9.00 8.27 160 General 
. 150 9.00 8.27 150 
. 160 9.20 8.27 160 
or 150 8.50 8.00 150 
fd 92 9.00 8.27 92 
suo Pier 2 
- 160 880 827 160 
y 150 8.20 7.70 150 
160 9.20 8.27 160 
150 9.00 8.27 150 
ind 92 7.20 6.70 92 
oko Pier 3 
‘ 160 9.00 8.50 160 
150 8.80 8.30 150 
rn 160 9.90 9.00 160 
4 150 8.50 8.00 150 
ind 92 6.90 6.40 92 
onko Pier 4 
o1 160 10.40 9.00 160 Passenger 
| a 150 9.60 8.89 150 Ships 
: 130 8.70 8.20 130 ; 
1 160 11.20 10.36 160 
rm 160 11.70 10.36 160 
a 160 9.80 9.07 160 
Soko Pier 5 
$ 170 11.00 10.19 170 
170 8.30 7.80 170 
170 9.60 8.73 170 
, 170 9.50 8.73 170 
jrko Pier 6 
4 170 9.40 8.70 170 
K 170 9.60 8.73 170 
’ 170 9.90 8.73 170 
2 170 10.00 8.73 170 
WEnd 55 8.40 7.90 55 
End 55 7.20 6.70 55 
Sinko Pier 7 
A 170 10.00 8.36 170 
8 230 11.60 10.36 230 Grain 
Swko Pier 8 
C 160 10.40 9.63 160 
0 170 9.50 8.80 170 
E 170 10.00 8.73 170 
F 170 9.70 8.73 170 
ogo Pier 1 
D 65 6.00 5.50 65 
fF 120 7.00 6.50 120 
6 145 7.20 6.70 145 
4H 62 5.50 5.00 62 
155 8.80 8.00 155 
K 120 7.00 6.50 120 
“90 Pier 2 
W 105 8.40 7.90 105 
0 155 8.80 8.00 155 
P 115 8.10 7.60 115 
? 160 9.00 8.18 160 
‘y Pier 3 
160 9.00 8.09 160 
! 150 7.50 7.00 150 
a Pier 1 
A 170 9.60 8.64 170 
é 165 10.00 8.64 165 
, 165 10.10 8.55 165 
2 170 9.90 8.55 170 
t 170 10.1 i 170 
lyaPier 2 0.10 8.55 
i 170 10.20 8.55 170 
170 9.90 8.55 170 
i 170 10.00 8.91 170 
170 9.80 8.91 170 
Ph 165 9.50 8.55 165 
Ya Pier 3 
K 170 9.70 8.91 170 
ee 170 9.40 8.70 170 
ya Pier 4 
y 250 1200 1091 250 
Q 250 12.00 10.91 250 Container 
Rs 250 12.00 10.91 250 Berths 
nid 250 10.10 9.35 250 
mi 175 9.70 8.98 175 
2 175 9.50 8.80 175 
3 175 9.10 8.50 175 
4 175 8.50 8.00 175 
5 175 10.40 9.09 175 
6 175 10.10 9.09 175 
7 175 10.90 9.18 175 
8 175 10.50 9.45 175 
8 175 12.00 10.45 175 


Max. Max. 
Dratt LOA 
Name Length Depth (irrespective of tide) 
_(m.) (m) — (m) (m.) 
Port Island (Container Berths) (* Private): 
PG. 300 11.90 10.7. 
P.C. 2 300 11.90 10.73 
P.C.3 300 12.00 10.91 
P.C. 4 300 12.00 10.91 
P.C. 5 250 12.80 11.64 
P.C. 7 300 12.00 10.73 
P.C. 8 300 12.10 10.73 
P.C. 9 300 12.00 10.73 
P.C.11 350 12.00 10.91 
P.C.12 350 12.00 10.91 
P.L.1 200 10.00 
P.L. 2 200 10.00 
P.L. 3 200 10.00 
P.L.4 200 10.00 
P.L5 200 10.00 
tl ES 200 10.00 
Pils 7, 200 10.00 
P.L. 8 200 10.00 
P.L..9 200 10.00 
P.L.10 200 10.00 
alt 200 10.00 
P.L.12 200 10.00 
P.L13 200 10.00 
P.L.14 200 10.00 
P.E15 200 10.00 
Rokko Island (Container Berths): 
R.C. 1 350 13.10 11.82 
R.C. 2 350 13.20 11.82 
R.C. 3-W 350 13.20 11.82 
R.C. 3-S 350 14.00 12.73 
R.C. 4 350 14.00 12.73 
R.C. 5 350 14.00 12.73 
R.C. 6 350 14.00 
R.C. 7 350 14.00 
A 7.60 7.10 
Cc 10.00 9.26 
D 10.40 9.63 
[= 10.40 9.63 
F 10.40 9.63 
G 10.40 9.63 
H 10.40 9.63 
| 10.20 9.44 
J 10.10 9.35 
K 10.20 9.44 
iL 10.30 9.54 
M 10.30 9.54 
N 8.30 7.80 
i) 8.50 8.00 
P 10.00 9.26 
Q 10.20 9.44 
R 10.40 9.63 
) 10.20 9.44 
T 10.10 9.35 
U 10.10 9.35 
Vv 10.10 9.35 
Ww 12.00 10.91 
x 12.00 10.91 
¥: 12.00 10.91 
Buoy 6 9.50 8.27 155 
Buoy 8 10.00 8.91 175 
Buoy 12 10.80 10.00 200 
Mitsui Pier 
Ww 158 9.00 8.50 158 
167 8.20 7.70 167 
M.K.S. 240 11.70 10.83 240 
Shell 250 14.00 12.73 250 
Nippon GATX 170 9.00 8.50 170 
Kobe Steel 
KS1 200 8.40 7.90 200 
KS2 200 9.80 8.45 200 
KS3 260 13.00 11.82 260 
KS4 200 9.40 8.70 200 
KS5 200 9.40 8.70 200 
M.C.Terminal 
(West) 150 8.20 7.70 150 
South Dolphin 230 11.80 10.45 230 
Showa Sangyo 230 12.60 10.45 230 
Tomen Silo 230 12.40 10.45 230 
Zen-Noh Silo 223 12.20 10.45 223 
Shinko 
Chemical 100 5.40 4.90 100 
Kansai 
Electric 71 7.10 6.60 71 
Hanshin Silo 240 11.60 10.36 240 
Konan Futo 250 12.20 10.82 250 
Toray 
Industries 70 4.80 4.30 70 
Mitsubishi 
Cement 90 6.10 5.60 90 
Tokuyama 
Cement 65 6.80 6.27 65 
Japan Port 
Industries 250 10.60 9.45 250 


JAPAN 


Main 
Cargoes 
Handled 


Navix 
Navix/Nedlloyd 
NYK 

NYK 

AIP.L 
MOL/Swire 
MOL 


MOL 
NYK 


Kamigumi* 
Nitto” 
Mitsubishi" 
Mitsui* 
Uni-x* 
Sumitomo* 


Taiyo Unyu* 
Nihon Hoso* 
Nihon Hoso* 
Nickel & lron* 
Nickel & Iron* 
Nisshin* 
Sankyu* 
Tatsumi* 


Sealand 


NYK/Mitsui 
O.S.K 


NYK/Mitsui 
O.S.K. 


(D-L: 
Preferential 
berths for 
cargo by 
type). 


(J — M: 
Multi purpose 
berths). 


Ferry berth 
Ferry berth 
Ferry berth 
Ferry berth 


Fuel Oil 
Fuel Oil 
Chemicals 


Chemicals 
Chemical/LPG 
Grain 
Grain 
Grain 
Domestic 
Domestic 
Grain 
Grain 
Domestic 
Domestic 


Domestic 
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Mooring Buoys: 


Max. Max. 

Section Owners Buoy Depth Draft LOA 
No. (m.) (m.) (m.) 

No.2 Kobe 6 9.50 8.27 155 
City Government 8 10.00 8.91 175 

12 10.80 10.00 200 


CONTAINER HANDLING FACILITIES: Also see “Berthing’’. 


Terminal Berths Container Cranes 
(tons) 
PC. 1 1 2 - 30.5 
PCs 2 1 2- 30.5 
PC. 3 1 | 
PC. 4 1 4-305 
PC. 5 1 2-30.5 
PC. 7 1 
Port Island PC. 8 1 | 6 -— 30.5 
PC. 9 1 
PC. 11 1 2-30.5 
PC. 12 1 2-30.5 
oP 125.4 
Maya Q 5 | 
RS 2-30.5 
RC -1 1 2 — 40.0 
RC -2 1 2 - 40.0 
RC -3 1 3 — 40.0 
Rokko Island RC-4 1 3 — 40.0 
RC -5 1 
RC -6 1 3 —- 40.0 
RC -7 1 2 -— 40.0 


BULK HANDLING FACILITIES: Hanshin Silo Company Berth, 11.60 m. 
depth alongside available for vessels up to 50,000 tons d.w.t. Discharge 
effected by 2 pneumatic unloaders with capacity 400 t.p.h. per unit. 

Kohan Silo Berth, length 214 m., depth alongside 12.2 m. equipped 
with 2 discharging units which can be used for grain, sugar, or general 
cargo, also 1 pnuematic unloader, with capacity 300 t.p.h. and 2 grab 
buckets with capacity 500 t.p.h. per unit. 

Kobe Steel, Berth No. 3: Length 334 m., depth 13.0 m., max. LOA 
260 m., beam 40.0 m., draft 11.82 m. 2 cranes available for coal and 
ore. Discharge rate 1,400 tonnes/p.h. 

In the current development programme a total of 7 container berths 
are to be provided at Kobe. 


STEVEDORES: At least 24 hours’ prior notice excluding Sundays and 
holidays required in order for Agent to arrange stevedores. 


MEDICAL: No advance notice required unless urgent. Hospital facilities 
available. 


TANKERS: 
Max. Max. Max. safe Mooring—Pipeline— 
Name of Berth d.w.t. LOA Draft discharging rate 
(approx.) — (m.) (m.) 
Shell. Bunkers ex- 70,000 250 12.6 To 4 buoys. 1x24", 
barge only. No 1x12" for F.O., D.O. 
slop discharge Minas/Seria Waxy 
facilities. Residue. Average 
discharge rate 
(1 Pipe) 1,000 t.p.h. 
Max. (2 Pipe) 
3,000 t.p.h. (mooring 
possible when tide 
runs towards West) 
MKS. Bunkers ex- 40,000 234 11.20 To 3 buoys. 2x16" for 
barge only. (breadth F.O. and D.O. 
33) Average discharge 
rate 1,000 t.p.h. Max. 
1,300 t.p.h. mooring 
possible when tide 
runs towards West) 
MC Terminal 62,000 231m. 10.48 m. Alongside Pier. 
(ex-Mitsubishi 
Shoji) 


(for L.P.G.tankers). 
Liquid: 12 in. (2 for Butane and 1 for Propane). 
Vapour: 1x8 in. and 16 in. rubber hose. 
Line alignment based on port side to, from ship's bow: PV-PL-PL-BL- 
V. 


Discharge rate: Propane 600 t.p.h. with max. manifold pressure 5 kg./ 
sq.cm. Butane 800 t.p.h. with max. manifold pressure 5 kg./sq.cm. 
MKS Buoy Berth (Noda Terminal): When approaching the berth, the 
vessel heads straight for the middle of the berth, taking into account the 
direction and velocity of the tidal stream. Vessels can berth either 
heading East or West, depending on the direction of the tidal stream, 
and always use only 3 of the 4 buoys and 2 bow anchors. When heading 
East the manoeuvre is as follows: When the bow approaches the line 
connecting the 2 Southerly buoys, drop starboard anchor, swing to 
starboard paying out about 8 or 9 shackles. When the vessel is about 
half its length past the 2 Easterly buoys, drop port anchor. Then work 
vessel astern, paying out port chain and heave in starboard chain to 
about 4 shackles. Send ropes to 3 buoys, 2 or 3 ship ropes to each 
buoy, depending on weather and then secure the 40 mm. preventer 
wires. In this case the Southeasterly buoy is not used. 2 or 3 tugs attend. 
When heading West, the manoeuvre is similar, but first drop anchor, 
swing over to port, drop starboard anchor. In this case the Southeasterly 
buoy is not used. Normally 2 mooring launches are used. 

TIDE: Mean height of tide 1.030 m. Some of tanker berths in West part 
of port affected by tide. Currents less than 1 knot inside harbour. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng, 


DENSITY: Winter: 1023 — 1026. Summer: 1018 — 1022. 
FRESH WATER: Supplied from the quays at rates of 40 to 50 tus 
Three water barges available, largest with capacity 325 cum, 
supply vessels at rates up to 300 cu.m./hr. m 
Possible to supply fresh water at anchorage weather Pens 
24 hours’ prior notice is required. 
FUEL: All grades are obtainable from major oil companies ang 
by barge. 5m 
FIRE PRECAUTIONS: LPG tankers instructed by Maritime 
Headquarters to strictly observe safety rules. Example: Checking, 
is carried by those who go aboard; banning ship's stores to be bg 
on to ship which is working. 
CONSULS: The following countries are represented by Consuls ing 
and Osaka area: 


Argentina France Pakistan 
Australia Gabon Panama 
Austria Germany Philippines 
Belgium Greece Portugal 
Bolivia Guatemala Russia 
Brazil India Singapore 
Canada Indonesia Spain 
Central African Rep. Italy Sri Lanka 
Chad Ivory Coast Sweden 
Chile Jordan Switzer 
China Korea Thailand 
Colombia Luxemborg Turkey 
Costa Rica Madagascar United 
Denmark Mexico Kingdon 
El Salvador Netherlands U.S.A. 
Finland Norway 
REPAIRS: All repairs possible. 
DRY DOCKS: 
Overall 
Owner Name length Width Depth Rema» 
; ere (m.) (m.) — (m.) 
Mitsubishi Heavy Dock No. 4 290.0 41.2 13.0 Capacity 
Industry Ltd. 150,000 ty 
Kawasaki Heavy Dock No. 1 160.0 22.0 8.83 The larger 
Industry Ltd. Dock No. 2 94.0 15.4 14.8 — ship dom 
Dock No. 3 172.8 26.0 13.0 215m 
Dock No. 4 215.0 33.5 11.0 305m 
Capacity ¢ 
No. 4- 
50,000 dx 
(Number of docks in Kobe) 
Kobe Dockyard Engine Works Co. Ltd. 3 floating docks 
Ishihara Shipyard Co. Ltd. 1 floating dock 
Mitsubishi Heavy Industries Ltd. 3 floating docks 
1 dry dock 
Kawasaki Heavy Industries Ltd. 2 floating dock 
2 dry docks 


SURVEYORS: Lloyd's Register, Germanischer Lloyd, American Bis 
of Shipping, Bureau Veritas, Norske Veritas, Nippon Kaiji Kyokai 
WATCHMEN: Available but not compulsory. 
OPENING/CLOSING HATCHES: By Stevedores or crew, ship's a 
CERTIFICATES: Ship's Register to show Customs Inspect’ 
registered gross and nett tonnage. Valid Cargo Gear Certifies 
sometimes required by stevedores when cargo gear mainte 
appears to be poor. 

CUSTOMS ALLOWANCES: Tobacco (per passenger or crew mem 
Temporary shore-leave up to 50 cigarettes (duty free); Disembare 
up to 200 cigarettes (duty free). Maximum allowable (only in cat 
bay ss iad up to 800 cigarettes duty free (however, 600 ciga® 
— taxable). 

Wines and/or Spirits: Crew member: When the ship at sea for™ 
than 1 month, up to 6 bottles (1 bottle — duty free); less than | 
up to 6 bottles (no duty free). Passengers: When a passenger tf 
for less than a fortnight up to 12 bottles (1 bottle — duty free); more? 
a fortnight up to 12 bottles (up to 3 bottles — duty free). 
REPATRIATION: Possible. 

AIRPORT: Osaka International Airport. Distance from Airport @ 
1 hour by car. 

Domestic: Following regular airlines, Japan Air Lines, All Nippo 
Lines, Nippon Air System and Air Nippon. 

International: For Far East: Japan Air Lines 27 flights per a 
Thai International Air Lines 7 flights per a week, Cathay Pacific Ary 
21 flights per a week, China Air Lines 5 flights per a week, Kores? 
Lines 28 flights per a week, Japan Asia Airways 18 flights per We 

For Europe: Lufthansa 4 flights per week, British Airways 2 fligns! 
week. 

For U.S.A.: Japan Air Lines 13 flights per week, North West Af 
15 flights per week, United Airlines 18 flights per week. 


TIME: GMT plus 9 hours. No alteration to clocks throughout ye@ 


HOLIDAYS: 1st January (New Year's Day); 15th January (Com 
Age Day); 11th February (National Founding Day); 21st March ( 
Equinox Day); 29th April (Green Day); 3rd May (The Constitution ® 
5th May (Children’s Day); 15th September (Respect for the Aged it 
23rd September (Autumn Equinox Day); 10th October (Health S* 
Day); 3rd November (Culture Day); 23rd November 
Thanksgiving Day), 23rd December (Emperor's Birthday). 


POLICE/AMBULANCE/FIRE: Police: 110; Water Police Stato’! 
2351, 331-2354, Ikuta Police Station 331-0044, Fukiai Police 
231-4441, Hyogo Police Station 551-0051. 

Ambulance: 119. 

Fire: 119; Water Fire Department 331-9951, Fukiai Fire Depe™ 
291-0401. 
TELEPHONES: Possible to place telephone on board. 
SERVICES: Compass adjusting, radio/radar services, etc. 
SHORE LEAVE: Crew members free to go ashore with landing 
issued by Immigration Authorities. 


ee 
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ys: 1. Weather condition (where strong wind prevents ships 
pA port) 2. Tide (berths in West part of port). 3. Berths where no 
mitted berth alongside at night. 4. Where a quarantine officer 
aM peing awaited. 5. Shortage of gangs, weather. 

“eRAL: When typhoon approaching, Port Captain requires ships to 
ceed outside breakwater. 

SLOPMENTS: 5 additional berths (P.C. 13 — 17), each 350 m. 
Loge depth 15 m. are planned for the Port Island in 1996. 
Fstional berths, each 300 m. LOA and depth 12 m. planned for 


igo Pers. 


STER'S REPORT: February 1980 (Updated 1992). 


Kobe: 
aor LPG ships this can only be accomplished in daylight. 
«= nnormal conditions Sakai Pilot will depart at about No. 5 Buoys 
wadera Passage and vessel proceed to Kobe No. 6 Breakwater 
egking Pilot at No. 3 Buoy. In weather with poor visibility take ‘Bay’ 
ano movements with visibility less than 1 mile. 


efor vessels proceeding to Mitsubishi Storage Terminal, Pilot is 
_eyked at No.3 Buoy and leaves at same. 

erage: Outside Kobe Breakwaters in areas marked on Japanese 
swt We anchored in Lima 3 area, very congested. 

“st to obtain up to date Japanese Hydrographic Office Charts of 
sand Osaka Bay as frequent changes, also BA. charts do not have 
sgentals like anchorage areas, Tomogashima traffic routes, lava beds, 


~ Kobe Port Radio. 

98. ist Line ashore. 

ss Two powerful tugs join vessel just inside No.7 Breakwater. Cost 
«ye tug Yen 101,700 per hour. 

minal: 

emngs: 3,2,2, each end, Line boat available. 

taker type jetty with mooring dolphins each end connected by 
analks. 

seth situated West end of No.2 Industrial area. 

tot side to. 

jangway can be difficult to land on narrow catwalk. 

transport near ship, about 5 minutes walk to gate. 

xpth: 12.50 m. 

mections: Chicksans: 12 in. liquid, 8 in. vapour return. The forward 
sur return line has a right angle elbow in it. Connection and 
sonnection by shore personnel, can take 1.5 to 2 hours. 

lute often a vapour mixture is returned to the vessel if discharging 
sgades, generally acceptable if propane and butane. 

tx Rate: About 700 tonnes/p.h. both grades. 

ineyor: NKKK in attendance. 

teobus: We hired microbus for 20 persons on contract hire for 9 hours 
sven 70,000 — about £125. Easy to arrange through Agent. 

‘tor Obtainable, about £40 per visit. 

‘sh Water: From the pier through Mitsubishi — will only give what 
ier has ordered. At 20 t.p.h. Difficult to connect American couplings. 
‘500 per tonne. 

dyes: Nil on berth. 

‘wiities: All repairs off berth. 

Nalport Film and Video exchange through Agent. 

wey: Normal requirements plus fire axes each end at moorings. 
eral: AS usual the shore line is continually changing and care is 
‘ured in taking positions. 

54 2265: Kobe Ko. New breakwater marked by temporary light buoys 
‘m Breakwater No. 6 in position 34° 39.99’ N., 135° 14.86’ E. to 
#99.63 N., 135° 15.19" E. in direction 324° — 144° for 830 m. 

84 3614: Osaka Bay. New Osaka International Airport Buoy 
*26.9'N., 135° 16.15’ E. in a Southerly direction for 3.5 miles and 
‘sterly direction for 2.5 miles with causeway to shore in approx. 
‘ston 34° 24.5’ N., 135° 18.2’ E. Many barges crossing from Awaji 
ima. 

‘see “SAKAI” — “Shipmaster's Report’ — Kobe was 2nd Port of Call. 


*°MASTER’S REPORT: December 1991. 

ats: B.A. Charts No. 2265, 3615 and 3614. 
“uments: We arrived from Yokohama so the agent required: 

py Crew List. 

Sopy Stores List. 

copy Previous Ports List. 
nd the “Rider” from Yokohama. 

“age: Osaka Bay Pilot is compulsory for all vessels over 10,000 g.r.t. 
*1's recommended for all foreign vessels due to the traffic density in 
““ogashima Straits and from Lat. 34° 30’ N., which is very busy with 
= from the Inland Sea. 

lols are based at Sumoto on Awaji Shima which is 12 miles from 
© boarding position. On departure the pilot disembarks off Olshino 
“2 which is at the tip of Awaji Shima in Tomogashima Straits, The 
/\doat is a large craft painted orange. Vessels should call “Bay Pilot 
boa on VHF Channel 68, they speak good English. 
~*aches: Currents through Tomogashima Straits can be strong. 
Gant is closed to LNG/LPG vessels if the visibility falls below 
netrage: We anchored in Area “M5" to discharge cargo into barges, 
~*epth of water was 14.0 m. and we used 4 shackles. 
om ie Operations: Vessels discharge into coasters as fast as the pumps 
Ca andle. We used 4 in. flexi-hoses. The coasters have good fenders. 
Fey ontety Personnel and Surveyors are in attendance. 
Po ‘eal Fresh water is available by barge between 0900 hrs. and 


7 
one minimum supply is 50 tonnes and the cost is Yen 3,000 per tonne. 


¥ 


..° Leave: A shore leave boat is available but was not used on our 


¥ 


JAPAN 


AUTHORITY: Port and Harbour Bureau, Kobe City Government, 5-1 
Kano-Cho, 6 Chome, Chuo-Ku, Kobe, 650 Japan. Te/: 078-331-8181. 


Telex: 78548 Kobeport. Cables: Japangate. Contact: Promotion 
Division. 

Kobe Port Terminal Corporation, 5-1-14 Hamabe-Dori, Chuo-Ku, 
Kobe, Japan. Tel: 078-231-2401. FAX: 078-231-2960. 


Contact: A. Sugiyama (Operators of Container Terminals P.C. 1-12 and 
R.C. 1-7, and Conventional Liner Terminals P.L. 1-15). 


AGENT: Aall Barwil Agencies, Kobe Branch, 3-1 Hatoba-cho, Kobe City 
650, Japan. Tel: (078) 391-8031. Telex: (Overseas) J78822 Aallkb, 
(Domestic) 5622-401 Aallkb J. Fax: (078) 331-1181. Cables: Aallbarwil 
Kobe. 


KOCHI: 33.31 N. 133.34 E. (See Plan) 


LOCATION: Located on central Southern coast of Kochi Prefecture of 
Shikoku Island, and on border of Ehime Prefecture and Tokushima 
Prefecture. 

DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

5 copies Crew List, including Passport numbers. 

3 copies Passenger List. 

1 copy Stores List. 

1 copy Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, 

camera, wrist-watch, radio, firearms/swords, etc. (only at first port of 

call in Japan). 

Ship’s Agents will prepare Inward/Outward Declaration, 1 Cargo 

Manifest and Cargo Manifest in Transit, using specific forms. Therefore, 
ship's Agents should be provided with necessary information about 
details of cargoes in advance. 
PILOTAGE: Not compulsory, but necessary unless Master well 
acquainted with locality, because the fairway, channel in vicinity of the 
Harbour Entrance is regularly dredged, but the channel is long and 
narrow and the tidal streams are strong. Kochi Harbour Pilot should 
preferably be arranged through Agent by cable via Nagasaki Radio and 
Choshi Radio because VHF communication is unavailable. 

The pilot is available at the Quarantine Anchorage (Lat. 33° 29’ 00" N., 
Long. 133° 35’ 30" E.) for vessels requiring pilot services. Draft limitation 
in the channel, depth 7.50 m. (24 ft. 7 in.) and width 170 m. (557 ft.). 
The pilot undertakes berthing vessels at Niida and Ushioe Berths, with 
draft up to 7.00 m. Vessel drawing over 6.50 m. may berth at high tide. 
ANCHORAGES: Quarantine Anchorage and Pilot Station: 
Lat. 33° 29 '00" N., Long. 133° 35’ 30” E. Quarantine procedures will be 
carried out at this point. 

RESTRICTIONS: The length overall of the vessel must be less than 
180 m., because the channel is long, narrow and bending, and the tidal 
streams are strong. 

The draft restrictions are as follows: The permissible draft for LOA 
over 150 m. at Niida Berth (5-1/5-2), forward shall be less than 5.30 m. 
and aft shall be less than 7.00 m., and at Ushioe Berth (1-7), fore and 
aft draft of less than 6.80 m., may berth, except at low tide. 

MAX. SIZE: 


Ordinary Berths —_ Length Max.LOA  Max.Draft Remarks 
: (m.) (m.) (m.) 
Niida (5-1) 140 140 7.00 
Niida (5-2) 130 130 5.30 
Ushioe (1-4) 364 100 6.80 Ferry 
Ushioe (1-6) 315 80 6.80 Ferry 
Ushioe (1-7) 260 130 6.80 
Special Berths Max.LOA Max. Draft 
(m.) (m.) 
Niida (5-1) + (5-2) 180 (F.) 5.30 
Shifting not necessary (A.) 7.00 


Ushioe (1-7) + (1-6) 60 

Client must pay shifting charge of vessel/ferry. 
HEALTH: Radio Pratique available. At first port of call in Japan, vessel 
must obtain Free Pratique. Quarantine Officers will attend vessel only 
from daylight to sunset, and Master to show all Vaccination Cards and 
Derat Exemption Certificate. 

In case vessel arrives from cholera infected area within 10 days, 
Master must advise crew and passengers’ health conditions to 
Quarantine Office through vessel's Agent prior to arrival, and close all 
soil pipes before entering port. 

RADIO: Recommended that Master communicates with Agent through 
Nagasaki Radio or Choshi Radio, which cover all ports in Japan. 
VHF: No port radio, except Maritime Safety Office. Maritime Safety 
Office available only in emergency. The Maritime Safety Office does not 
accept pilot boarding times, etc. 

RADAR: None. 

TUGS: 2 tugs (2,200 h.p.) available in Kochi Port. Tug’s lines to be 
used. 

BERTHING: No specific requirements. Pilot boarding time will be notified 
by vessel's Agent mainly by radio. 


Berth No. Cargoes Remarks (per day) 


Niida (5-1) + (5-2) American logs 700,000 Scr. 
Ushioe (1-4) Domestic cargo 

Ushioe (1-6) Domestic cargo 

Ushioe (1-7) Bulk cargo, coal 1,500-2,500 tonnes 


Also see “Max. Size”. 
BRIDGE: Urado Bridge: The height from the top of the mast of the vessel 
to sea level must be less than 39 m., regardless of tidal conditions. 
Arch-type Bridge: Vessel’s height will be checked and calculation 
prepared for Port Authorities. Centre of the bridge is more than 39 m. 
from sea level. 
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STEVEDORES: Log gangs (3-4 gangs) available. Working time: 
0800 hrs. to 1700 hrs., excluding Sunday and holidays. 
MEDICAL: No advance notice required, except on Sundays, holidays 
and in an emergency. 
DENSITY: 1019, average in the port. 
FRESH WATER: Available from shore hydrants, except at Niida Berth. 
Rate of delivery about 30 t.p.h. Water not available at Niida Berth or to 
log carriers, as water barge has been scrapped. 
FUEL: Bonded oil will be brought from Kobe or Shimotsu. Domestic oil 
is available by barge. Advance notice required. 
CONSULS: None. 
REPAIRS: No facilities. 
DRY DOCKS: None. 
GANGWAY/DECK WATCHMEN: Not specially 
valuable cargo on board. 
HATCHES: Opening/closing normally carried out by crew. 
CERTIFICATES: Ship's Register to show Customs Inspector vessel's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear maintenance 
appears to be poor. 
CUSTOMS ALLOWANCE: Only allowed 60 cigarettes to take ashore, 
but no spirits. 
REPATRIATION: Possible. Kochi/Osaka by airplane about 1 hour, and 
ferry about 10 hours. 
AIRPORT: Kochi Airport about 30 km. (40 minutes by car), and connects 
with nearest international airport (Osaka Airport). For Osaka 19 flights, 
and others 10 flights (Tokyo, Nagoya, Fukuoka and Miyazaki) per day. 
TIME: GMT plus 9 hours. No alterations made to clocks during year. 
POLICE/AMBULANCE/FIRE: Report to Minami-Sho, nearest Police, 
and inform your vessel's and Agent's name and reason for call. 
Emergency Tel: 0888-31-1233 (Minami-Sho Police). They know how to 
contact Agent in case of emergency. 
TELEPHONES: No arrangements for placing telephone on board. 
SERVICES: Supply of charts available. 
SHORE LEAVE: Local Immigration Office issues Landing Permit and 
Shore Pass, valid for 15 days. 
REGULATIONS: Normal port regulations. 
GENERAL: Traffic Signals: Vessels of over 1,000 g.r.t. and tankers of 
over 500 g.r.t. should inform the Harbour Authorities of their ETA/ETD 
at the Harbour Entrance by noon of the day previous to entry/departure, 
in Japanese. Vessels entering/departing Kochi Port are controlled by 
Katsurahama and Urado signals. VHF Channel 16. Tel: 0888-42-6493. 
Call: “Kochi-Hoan”. 
DEVELOPMENTS: Kochi 
construction since 1988. 
AUTHORITY: Kochi Maritime Safety Office, 5-4-55, Sanbashi-dori, 
Kochi City 780, Japan. Te/: 0888-32-7111. Contact: Harbour Master. 
AGENT: Sub-agents of Aall Barwil Agencies. 

Irimajiri Kaiun Co.Ltd., 5-10, Sanbashi-dori, 5-chome, Kochi City 780, 
Japan. Tel: 0888-31-5151. Telex: 5882-140 Irikai J. Fax: 0888-31-5155. 
Cables: Irimajirikaiun Kochi. 


required, unless 


new port and new breakwater under 


KOKURA: 33.54 N. 130.53 E. (See “Kanmon-Ko”) 
(See Plan) 


LOCATION: Kokura is situated between Moji and Tobata. On the East 
is contiguous to Moji Port, on the West to Tobata Port and on the North 
it opens to the Kanmon Straits. 

DOCUMENTS: When vessel arrives direct from a foreign port, Customs 
officials will board to search, and the following documents are to be 
submitted: 

Ship's Register. 

International Tonnage Certificate. 

Voyage Memo (ports of call). 

Last Port Clearance. 

3 Crew Lists, including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 Cargo 

Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship's Agent should be provided with necessary information about details 
of cargoes in advance. 
PILOTAGE: Inland Sea Pilotage should preferably be arranged through 
Agent via Nagasaki Radio, giving 72 hours’ notice. Urgent correction of 
ETA outside business hours should be cabled direct to pilot station. 
Inland Sea Pilot Association covers all Inland Sea ports. Pilotage 
compulsory for vessels over 10,000 g.r.t. Pilots obtained from one of 
three pilot stations dependent upon vessel's last port of departure and 
at Master's discretion. Pilotage available throughout 24 hours and 72 
hours’ advance notice preferred, thereafter advising any alterations. 
Most Inland Sea Pilots also act as Harbour Pilots up to berth or 
anchorage at destination. 

Note: VHF communication available with Inland Sea pilot stations. 
Also see “Shipmaster’s Report” before first port. 

1. Wadamisaki, at entrance to Kobe (vessels transitting Kii Straits) 
Position Lat. 34° 34.09’ N., Long. 135° 11'£. Telegraphic address: 
“Anjin Kobe”. 

2. Sekisaki, 3 miles South of Sekisaki Lighthouse (vessels transitting 
Bungo Channel). Position Lat. 33° 13’ N., Long. 131° 54’ E. Telegraphic 
address “Anjin Moji”. In event bad weather, recommended vessels 
proceed for shelter as near as possible having due regard to safety, to 
Sekisaki Pilot Station. 

3. Hesaki, at East side of Kanmon (Shimoneseki) Straits. Position 
Lat. 33° 56’ 24” N., Long. 131° 03’ 12” E. 
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ANCHORAGE: Anchorage not in use as the area is being g 
the purpose of navigation fairway. rey 


RESTRICTIONS: Vessel enters port only within 1 hour before any 
slack tide in daytime. Night departure available up to 2200 hrs, aj," 
Wharves No. 1-7, but departure for East side only from Nos #8 
vessels up to 10,000 g.r.t., vessel moored port side alongside 


MAX. SIZE: See ‘Berthing”. 


HEALTH: At first port of call in Japan, vessel must obtain Free 
Quarantine Officers will attend vessel only from 0830 hrs. to 16% 
at nly Master to show all Vaccination Cards and jy 
Exemption Certificate. In case vessel arrives from cholera-ini 
within 10 days, Master must advise crew and Passengers’ jy 
condition to respective Quarantine Office through ship's Agent pp 
arrival and close all soil pipes before entering port. 

RADIO: Recommended Master communicates with Agent thy 
Choshi Radio or Nagasaki Radio which cover all ports in Jar 
specifically Westbound vessel, to contact Choshi and Northtow, 
contact Nagasaki Radio respectively. 

VHF: Shimonoseki Port Radio Station on Channels 16, 12, 14 a, 
22. Pilots on Channel 13. 


TUGS: See “Moji”. 


BERTHING: 
Permissible 
Name of Berth Length Depth draft Capaciy 
: (m.) (m.) (m.) (grt) 
Murasaki 
Kawajiri Wharf 225 10.0 10.0 20,00) 
Sunatsu 
West Wharf 366 8.2 8.2 13,00 
(LOA 17» 
Sumitomo Metal* 
West No. 1 Wharf 270 12.0 11.0 40,000 dy 
Hiagari Wharf 
No. 3 OA 180 11.0 10.0 25,00) 
No. 4 OA 180 11.0 10.0 25,000 
No. 5 OA 180 11.0 10.0 25,00 
No. 6 OA 200 11.0 10.0 20,000 
No. 7 OA 200 12.0 11.0 20,000 
Kanematsu 
Oil Pier OA 170 6.5 6.5 18,000 de 


*2 cranes — capacity 1,000 t.p.h. each. 


BRIDGES: Kanmon Suspension Bridge was build in 1973 # 
Hayatomo Channel (narrowest place in Kanmon Strait, width of fay 
530 m.), between Shimonoseki and Moji. The height of the bridget 
sea level is 61 m. High vessels over 59 m. must give advance nole 
Pilot Office. 


STEVEDORES: At least 24 hours’ prior notice, excluding Sundays: 
holidays required in order for Agent to arrange stevedores. Vessen 
constantly keep her Agent advised of ETA. If stevedores ca 
commence loading/unloading at time notified by the Agent, the om 
must pay for waiting time. If cargo gear not rigged on ber 
stevedores will do same for ship's crew at additional cost. Ove? 
surcharges 1700 hrs. — 1900 hrs. 50% additional of basic stevedos 
2100 hrs. — 0500 hrs. next morning 130% additional; Sundays hoe 
60% additional. 

(a) A maximum of 6 gangs are available. 
Stevedores, regular employees 116, temporary 
Longshoremen 459. ' 

(b) Lighters: SKK Logistics Service Co.Ltd., lighters 25, tonnage! 
tons. 

(c) Shore cranes: 


labourers * 


No. Capacity Location Owners 
2 10 tons Sunatsu Wharf Sumitomo Me 
1 6 tons Sunatsu Wharf SKK Logiste 
3 12 tons outreach Sumitomo Metal Sumitomo Ne 

18m. Wharf 
3 35 tons Hiagari Wharves Shin Nihor 
No. 6 and 7 Steel Com 


(d) Floating crane: Arrangeable from Moji. 

(e) Average performance of loading/discharging: 
Discharging: Iron ore 40/50 t.p.h./gang/hatch (by ship's gear). 200! 
gang/hatch (by shore crane). Coal 40/50 t.p.h./gang/hatch (by © 
gear). 100/150 t.p.h./gang/hatch (by shore cranes). Ordinary 10! 
gang/hatch (by ship's gear). Bulky 5 t.p.h./gang/hatch (by ships * 
Loading: Steel under 20 ft. long 25-30 t.p.h./gang/hatch, over 20** 
15-20 t.p.h./gang/hatch. 

(f) 2 shifts: 0800 to 1700 hrs. and 1700 to 0700 hrs. Normal #0" 
hours: 0800 to 1700 hrs. Refer to Moji for further information 


MEDICAL: No advance notice required, unless urgent. 


TANKERS: Also see “Berthing”. At Kanematsu-Goshi Oil Re” 
1x6 in. line, rate 900 t.p.h. (Fuel/diesel oil). No slop facilities aves 
DENSITY: Average 1025. ; 
FRESH WATER: Good quality fresh water supplied either from® 
barge or from hydrants. From hydrants at Sunatsu and Sumitomo 
Wharves, the rate of delivery per hour is 30 tons per hydrant. 
FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, '** 
Osaka Bay and Kanmon Port. At all other ports bunkers will be ig 
from the nearest bunker stock ports at maximum 7 days’ prior ™ 
CONSULS: Korea, Tel: 0832-66-5341. Also see “Moji’. 
GANGWAY/DECK WATCHMEN: Not specially required 
passengers or valuable cargo on board. ' 
OPENING/CLOSING HATCHES: Stevedores carry out open 
closing hatches. If any time lost by ship's crew doing ths 
stevedores charge ship for waiting. Recommend request stevedo* 
this work unless crew can complete it before berthing. 
REPAIRS: All types of repairs possible 
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# KS: Mitsubishi Heavy Industries Ltd. 4 dockyards (Nos. 3 and 
/ vessels). 
jor smal 


Dimensions of Docks Max.Size of Vessel for 
Docking 

Length Breadth Depth Length Breadth Draft 

(m.) (m.) (m.) (m.) (m.) (m.) 


wano.1 164.13 25.0 7.04 160.00 2250 5.50 

myo 2 150.10 20.0 6.88 143.00 19.30 5.00 

w=, Shipbuilding K.K. 1 dockyard (max. 1,000 g.r.t.). 

saTiFICATES: Ship's Register to show Customs Inspector ship's 
ed gross and nett tonnages. Valid Cargo Gear Certificates 

ard s required by stevedores when cargo gear maintenance 


gears to be poor. : 
“toMS ALLOWANCES: Only allowed 60 cigarettes to take ashore 
uno spirits. 
@ATRIATION: Possible. ; 
T: Fukuoka, about 2 hours by train and taxi from Kokura station 

seport. Kitakyushu Airport about 40 minutes by taxi. 
~é: GMT plus 9 hours. No alterations made to clocks during year. 
~uCE/AMBULANCE/FIRE: Police 110; Ambulance 119; Fire 119. 
pypic telephone booth available near by the berth. 

PHONES: Possible to place telephone on board. 

£ LEAVE: Local Immigration Offices issue shore pass valid for 
~ (5days when Kokura is first port of call in Japan. Extension possible 
gp stays longer. — : 
¢aVICES: All services available. 


@PMASTER’S REPORT: 1975 (Updated 1992). 

jessel discharged iron ore at Sumitomo Metal Industries. 

syage: Arriving from East. He Saki: Lat. 33°56’ 24”N., Long. 
4°03’ 12” E. 

snving from West. Mutsure: Lat. 33° 58’ 30” N., Long. 130° 53’ 00” E. 


wehorage: 

sok Lat. 33° 56.2’ N., Long. 131° 02.9’ E. Depth 6.7 m. — 16.7 m. 
wssure: Lat. 34° 00.0’ N., Long. 130° 52.5’ E. Depth 19.0 m. 

departing from He Saki anchorage to arrive to port of destination in 
«nmon Straits in Slack Water and only in daylight. 

‘ormally Pilot boarding 1 hour before tide change. Allowable drafts 
sransit Kanmon Straits, max. 30 ft. anytime. Max. 32 ft. 10 in. at HW. 
‘go Pratique: Obtained if in possession of valid Sanitary Certificate 
wall Certificates valid. Send cable to Agent with prefix RPM following 
standard text. 

icking: Always starboard side. 

shor: Port anchor ready for emergency. 

‘ders: Prismatic rubber. 

ingway: Ship's accommodation ladder. 

deharging Facilities: 3 cranes — capacity 180 t.p.h. each. 

twarture from Dock: Undocking only in daylight and about 1 hour 
wore slack water. 3 tugs are necessary for turning the vessel in the 
‘now basin to head out. 

Under construction 2 unloaders, cantilever bridge type, with capacity 
1200 t.p.h. each. 


NTHORITY: Kitakyushu Port and Harbour Bureau, 2-7 Nishi-Kaigan, 
‘come, Moji-ku, Kitakyushu City, Fukuoka Pref., 801 Japan. 
19 (093)-321-5941. FAX; (093) 321-5915. 

‘GENT: Sub-agents of Aall Barwil Agencies. 

Seen Shipping Ltd., Moji, 9-7, Minato-machi, Moji-ku, Kitakyjushu 
“y, Fukuoka Pref. 801 Japan. Tel: (093) 321-4261. Telex: 7153-11 
seenm J. Fax: (093) 321-4288. Cables: Greenship Moji. 


NOTES 
Please also advise Shipping Guides Ltd. 


JAPAN 
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KUDAMATSU: 34.00 N. 131.52 E. (See Plan) 


DOCUMENTS: When vessel arrives direct from a foreign port, Customs 
Officials will board to search, and the following documents are to be 
submitted: 

Ship's Register. 

International Tonnage Certificate. 

Voyage Memo (Ports of call). 

Last Port Clearance. 

3 Crew Lists including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 

a cha radio, firearms/swords, etc. (only at first port of call in 
apan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 Cargo 

Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship's Agent should be provided with necessary information about details 
of cargoes in advance. 
PILOTAGE: Inland Sea Pilotage should preferably be arranged through 
Agent via Nagasaki Radio, giving 72 hours’ notice. Urgent correction of 
ETA outside business hours should be cabled direct to pilot station. 
Inland Sea Pilot Association covers all Inland Sea ports. Pilotage 
compulsory for vessels over 10,000 g.r.t. Pilots obtained from 1 of 3 
Pilot stations dependent upon vessel's last port of departure and at 
Master's discretion. Pilotage available throughout 24 hours and 72 hours’ 
advance notice preferred, thereafter advising any alterations. Most 
Inland Sea Pilots also act as Harbour Pilots up to berth or anchorage 
at destination. 

Note: VHF communication available with Inland Sea Pilot Stations. 
Also see “Shipmaster’s Report” before first port. 

1. Wadamisaki, at entrance to Kobe (vessels transitting Kii Straits) 
Position Lat. 34° 34.09’ N., Long. 135°11'E. Telegraphic address 
“Anjin Kobe”. 

2. Sekisaki, 3 miles South of Sekisaki Lighthouse (vessels transitting 
Bungo Channel). Position Lat. 33° 13’ N., Long. 131° 54’ E. Telegraphic 
address “Anjin Moji”. In event bad weather, recommended vessels 
proceed for shelter as near as possible having due regard to safety, 
to Saganoseki Pilot Station. 

3. Hesaki, at East side of Kanmon (Shimonoseki) Straits. Position 
Lat. 33° 56’ 24” N., Long. 131° 03’ 12” E. 

ANCHORAGE: Kudamatsu loading anchorage Lat. 33°59’ 40’N., 
Long. 131° 51’ 20” E. 
RESTRICTIONS: No restriction for entry into and/or departure from 
anchorage during night and daytime. But berthing/unberthing effected 
during daytime only. 


MAX. SIZE: No restriction on length, breadth, and draft for any 
vessel entering port, but maximum safe draft for Nippon Oil Jetty 19 m., 
178,000 d.w.t, Hitachi Seisakusho 9.5 m. and Toyo Kohan Wharf 9.0 m. 


HEALTH: Radio Agent for Free Pratique not more than 36 hours before 
arrival, advising full details of vessel and health condition on board. 
When Free Pratique is granted by radio, vessel will be required to submit 
the following documents to Quarantine Officer on arrival at Quarantine 
Anchorage (Lat. 33° 56’ N., Long. 131° 51’ 30” W.): 

Maritime Declaration of Health. 

Crew List. 

Passenger List. 

Voyage Memo. 

Derat Certificate. 

Declaration Inwards. 

The following vessels will not be able to get Radio Pratique: 

A vessel that has been in contact with an infected area or a suspected 
infected area within 15 days of arrival. 

If a vessel has on board any case, or suspected case, of infectious 
disease within 15 days of arrival. 

If a vessel does not possess a valid Derat or Derat Exemption 
Certificate. 


RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which cover all ports in Japan. If 
specifically Westbound vessel to contact Choshi Radio, and Northbound 
to contact Nagasaki Radio respectively. 


TUGS: Tugs normally join vessel proceeding to Nippon Oil Refinery 
Wharf at Lat. 33° 58’ 20” N., Long 131° 53’ 30” E. and proceeding to 
Toyo Kohan Wharf at Lat. 33° 59’ 40” N., Long. 131° 51’ 20” E. Tug’s 
line used and charges for line’s use is included in tug-boat operation 
oe 8 tugs available, 2,000 h.p. — 4,000 h.p. 

BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship's Agent mainly by radio. 


LOA Depth Capacity Cargo 
nade (m.)  (m) (grt) 
Hitachi Wharf 175 9.5 12,000 Plant/Carrier 
Toyo Kohan Wharf 200 9.0 20,000 Steel Plate 
Kudamatsu Public Wharf 130 7.0 5,000 General Cargo 
Kudamatsu Public Whart 185 10.0 15,000 General Cargo 


MEDICAL: No advance notice required unless urgent. 
TANKERS: Nippon Oil Refinery: 


Berth Max. d.w.t. Max. LOA Max. draft 
; (m.) (m.) 
Nippon Petroleum East 178,000 420 19.0 
Nippon Petroleum West 50,000 400 (6 buoy) 12.0 
Discharge rate 
Berth Products Shoreline (t.p.h.) Hoses 
Nippon Oil (East) Crude Oil 34"x1 5,000 Pipeline 
16"x1 Chicksan Joint 
Nippon Oil (West) Crude Oil 10"*1 600/800 
(on floating) 
12"x1 
(on shore) 
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STEVEDORES: At least 24 hours’ prior notice excluding Sunday, 
holidays required in order for Agent to arrange stevedores. V, 
constantly keep her Agent advised of ETA. If stevedores 
commence loading/unloading at time notified by the Agent, the on 
must pay for waiting time. If cargo gear not rigged on ben 
stevedores will do same for ship's crew at additional cost. Overs, 
surcharges 1630 — 2130 hrs. 60% additional of basic stevedor, 

— 0800 hrs. next morning 120% additional; Sundays/holidays e 
additional. 

DENSITY: Average 1025. 

FRESH WATER: At anchorage, Kudamatsu Section II: water 
available from Tokuyama. Rate of delivery 50 t.p.h. At Nipo. = 
Refinery and Toyo Kohan Wharf, hydrants are available. Rate of die 
20 t.p.h. 

FUEL: Major oil companies are represented and all grades Of maty 
oil can be delivered, usually by barge. 

CONSULS: No local representatives. Marine Note of Protest cary 
attended to by local notary public. 

REPAIRS: Small repairs possible. 

DRY DOCKS: Shin Kasado Dockyard Co. Ltd. 


Dry Dock Length Breadth Depth Docking cape. 
one (m.) (m.) (m.) (dwt) 
Building dock 255.0 50.0 11.0 90,00 
Repair dock No. 1 153.6 22.2 8.0 16,00 
Repair dock No. 3 227.0 37.0 11.0 70,000 


GANGWAY/DECK WATCHMEN: Not specially required uni 
Passengers or valuable cargo on board. 
OPENING/CLOSING HATCHES: Stevedores carry out opening » 
closing hatches. If any time lost by ship's crew doing this 
stevedores charge ship for waiting. Recommend request stevedorg: 
this work unless crew can complete it before berthing. 
CERTIFICATES: Ship's Register to show Customs Inspector g 
registered gross and nett tonnages. Valid Cargo Gear Certiica 
sometimes required by stevedores when cargo gear maintens 
appears to be poor. 
CUSTOMS ALLOWANCES: Only allowed 60 cigarettes to take avy 
but no spirits. 
REPATRIATION: Possible. 
AIRPORT: Ube Airport 20 minutes by Shinkansen and 20 minutes 
taxi. Hiroshima Airport 40 minutes by Shinkansen and 10 minutes 
taxi. 
TIME: GMT plus 9 hours. No alterations made to clocks during yes 
POLICE/AMBULANCE/FIRE: Police: 110. Ambulance and Fire: {ij 
Public telephone booth available near by the berth. 
TELEPHONES: No arrangements exist for placing telephones on be 
SHORE LEAVE: Local Immigration Offices issue shore pass vail! 
only 15 days when Kudamatsu is first port in Japan. Extension posst 
if ship stays longer. 
AUTHORITY: Shunan Port Administration Office, 111, Chikkoe 
Tokuyama City, Yamaguchi Pref. Te/: (0834) 21-1787. 


AGENT: Sub-agents of Aall Barwil Agencies. 

Green Shipping Ltd., Moji, c/o Sankyu Inc., Shunan Branch, 1373 
Aza Yamazakiya, Oaza Nishitoyoi, Kudamatsu City, Yamaguchi 
744, Japan. Tel: (0833) 43-0390. Telex: 6754-67 Sankyu J. Fax: (i 
43-6442. Cables: Sankyu Kudamatsu. 


KURE (including Hiro Bay): 34.14 N. 132.32 E. 
(See Pie 


DOCUMENTS: 

Ship's Register. 

International Tonnage Certificate. 

5 copies Ports of Call. 

Last Port Clearance. 

6 copies Crew List, including Passport numbers. 

6 copies Passenger List. 

1 Stores List. 

Maritime Declaration of Health. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, ce 
wrist-watch, radio, firearms/swords, etc., (only at first port of @ 
Japan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 
Manifest and Cargo Manifest in transit using specific forms. 
ship's Agent should be provided with necessary information about 
of cargoes in advance. 

PILOTAGE: Inland Sea pilotage should preferably be arranged ti 
Agent via Nagasaki/Choshi Radio, giving 72 hours’ notice 
correction of ETA outside business hours should be cabled direct ®* 
station. Inland Sea Pilot Association covers all Inland Sea Ports. Pit® 
compulsory for vessels over 10,000 g.r.t. 

Inland Sea Pilots board at the following positions: 

1. Vessels transitting Bungo Channel: P 

Inland Sea Pilot boards at Sekisaki Pilot Station (33 
131° 56’ E.). Telegraphic address “Anjin Saganoseki”’. 

2. Vessels transitting Kanmon Strait: a 

Kanmon Strait Pilot boards at Mutsure Pilot Station (33° 5% 
130 ° 52.6’ E.) (compulsory over 10,000 g.r.t.). Telegraphic 
“Kanmon Pilot Moji”, and Inland Sea Pilot boards at Hesaki Pilot # 
(33° 58’ N., 131° 01.1’ E.). Telegraphic address “Anjin Moji” 
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. vessel transiting Kii Strait: 

s¥ Pilot boards at cl ek Pilot Station (34° 10’ N., 
= 00’ E.): Telegraphic address “Osakabay Pilot”, and Inland Sea 
g poards at Wadamisaki Pilot Station (34° 35’ N., 135° 08' 24” E.) 
sory over 10,000 g.r.t.). Telegraphic address “Anjin Kobe”. 
oe VHF communication with Pilot Station available as follows: 


Call/Answer Communication 
of Station Channel Channel 
Port Radio 
“Yor Sekisaki) : 16 14 
smonoseki Port Radio 
3 
for Mutsure) 16 14 
Port Radio 
for Wadamisaki) 16 14 


ost Inland Sea Pilots act as harbour pilots up to berth or 
, at destination. If vessel requires only harbour pilot, harbour 
© poards at Kure Quarantine Anchorage (approx. 34° 13’ 30” N., 


go 00 E.). : a ‘ 
iso see “Shipmaster's Report” before first port. 


AGES: 
ucHOR Position 
inchorage Latitude Longitude hte 
m. 

C 34° 13'51”N. 132°31’ 30” E. 21.0 
D 34° 13’ 29"N. 132° 31' 45” E. 20.0 
Y-1 34° 14' 50” N. 132° 31’ 08" E. 20.0 
y-2 34° 14'54"N. 132°31’ 35” E. 17.0 
¢,D& Y-1 For vessels of less than 200 m. LOA. 


¥-2 For vessels of less than 150 m. LOA. 
sSTRICTIONS: Berthing and unberthing from one hour after sunrise 
sme hour before sunset. 
‘totion of Nasami Strait (Hiroshima Bay) has depth of 17.0 m., 
sselore Maritime Safety Agency request bottom clearance 10% of 
eos draft plus 0.5 m. 

»the following cases, Inland Sea Pilot and Maritime Safety Agency 
suest escort tug at Nasami Strait: 

1. Tankers (over 50,000 d.w.t.), if vessel loaded with dangerous 


cargo. 

2 one vessels (LOA over 250 m.). 

3. If vessel's draft over 15.0 m. 
4X. SIZE: Nisshin Steel Wharf: LOA 360 m., 276,000 d.w.t., draft 
1m. (as per tidal condition). 
4ALTH: Vessel must obtain Free Pratique at first port of call in Japan. 
wo Pratique available if vessel has Japanese Sanitary Inspection 
witicate. Ordinary Pratique takes place at Kure Quarantine 
ichorage. 
BB Racommended Master communicates with Agent through 
Doshi Radio or Nagasaki Radio which cover all ports in Japan. If 
wecfically Westbound vessel, to contact Choshi, and Northbound/ 
ustbound to contact Nagasaki Radio respectively. If vessel fitted with 
vex, they may communicate direct with Agent. 
if: Hiroshima Port Radio on Channels 11, 12, 14 and 16. 
§ADAR: No port radar. 
GS: Tugs normally join vessel at quarantine anchorage area, and 
} lines used at no extra charge (2,600 h.p. — 3,300 h.p.). 

THING: Berthing and unberthing from one hour after sunrise to one 
‘ou before sunset. 
\isshin Steel Wharf (Private Wharf): 


Cargo : Iron ore and coal. 
So 18.00 

: 18.00 m. 
Permissible LOA : 360 m. 


Permissible Draft : Under 200,000 d.w.t. — 17.00 m. (draft 
available — 17.40 m. as per tidal condition). 


Over 200,000 d.w.t. — 16.30 m. 


cranes : 21,500 t.p.h. 
Capacity : 276,000 d.w.t. 
‘evaraishi South Wharf (Public Wharf): 
length : 370 m. 
Depth : 10.00 m. 
emissible Draft  : 9.00 m. 
~apacity : 215,000 d.w.t. 
vanes : None. 
‘varaishi West Wharf (Public Wharf): 
length : 260 m. 
epth : 7.50 m. 
emissible Draft: 6.70 m. 
peal : 4,000 d.w.t. 
es : None. 
‘ito Bay: 


‘ois a part of Kure Port and Port Authorities such as Customs and 
Snigration will attend from Kure. 
jerantine Anchorage: Lat. 34° 11’ 57” N., Long. 132° 36’ 33” E. 
ton ee: Anchorage A: Lat. 34° 12’ 00”N., Long. 132° 37’ 00" E. 
.0 m. 


-aithorage B: Lat. 34° 12’ 03” N., Long. 132° 37’ 26” E. Depth 40.0 m. 
jn of less than 200 m. LOA. 

Ng: Berthing and unberthing from one hour after sunrise to one 
“Our before sunset. 


of wharf : Oji Paper Dolphin 
rl : 89m. 
pamissible LOA : 195 m. 
emissible Draft: 9.0 m. 
pf apacity : 36,600 g.rt. 


“stictions: Passage from anchora i 

. « Pe ge to dolphin has depth of 8.0 m., 
"eelore berthing about 2 hours before high tide. 

CRANE Conditions same as Kure. 


S: Floati ifti i 

20 tonnes) loating cranes (lifting capacity from 100tonnes to 
2 
UL 


and mobile cranes (lifting capacity from 20 tonnes to 
Ke) are available. 
CARGO FACILITIES: See “Berthing”. 


JAPAN 


SPECIALISED CARGO HANDLING FACILITIES: None. 
BRIDGES: No bridge restrictions at Kure Port (Hiroshima Bay area). 
STEVEDORES: At least 24 hours’ prior notice excluding Sundays and 
holidays required in order for Ageni to arrange stevedores. Vessel must 
constantly keep Agent advised of ETA. If stevedores cannot commence 
loading/unloading at time notifed by the Agent, the orderers must pay 
for waiting time. If cargo gear not rigged on berthing, stevedores will do 
same for ship's crew at additional cost. Overtime surcharges 1630 hrs. 
— 2130 hrs. approx. 60% additional of basic stevedorage; 2130 hrs. — 
0430 hrs. next morning 130% additional; Sundays/holidays approx. 
100% additional. 

Discharging of raw materials is on “Free in/out” basis. Therefore 
stevedorage is to receiver's account. 
MEDICAL: No advance notice required, except after office hours, 
Sundays and holidays. Vaccination against cholera available. 
TANKERS: No facilities. 
DENSITY: 1023. 
FRESH WATER: Nisshin Steel Wharf: No water supply facilities at 
Wharf. Water available by barge (capacity 330 tonnes) from Hiroshima 
Port. 3 days advance notice required. 

Cost per tonne: 

(1) Daytime on weekday Yen 1,000. Overtime Yen 1,500. 

(2) Daytime on Sundays/holidays Yen 1,500. Overtime Yen 2,000. 
Public Wharf: Available from shore pipeline. 
¥ Cost per tonne: Daytime Yen 300. Overtime/Sundays/holidays 

en 450. 
FUEL: Most grades of domestic and bonded oil are available, by barge 
with 3 days advance notice. 
CONSULS: No consul available at Kure. 
REPAIRS: All types of deck and engine repairs are possible. 

At Nisshin Steel Wharf, small repairs can be undertaken subject to 
berth owner's permission. 
DRY DOCKS: Ishikawajima-Harima Heavy Industries Co.Ltd. 


Dry Dock Length Width Depth Capacity 
(m.) (m.) (m.) (g.r.t.) 
No. 2 268 48.0 6.81 91,000 
No. 3 370 68.0 8.96 251,000 
No. 4 273 41.7 12.80 69,000 


¥ noes No. 2 and No. 3 are building docks, and Dock No. 4 is a repair 
lock. 

SURVEYORS: Japan Marine Surveyor & Sworn Measurers Association 
and New Japan Surveyors and Sworn Measurers Association available 
for cargo inspections. 

Lloyd's Register of Shipping and American Bureau of Shipping 
available for fe arf surveys. 

GANGWAY/DECK WATCHMEN: Not specially required, unless 
passengers or valuable cargo on board. 

OPENING/CLOSING HATCHES: Usually opened by crew. 
CERTIFICATES: Ship's Register to show Customs Inspector for 
confirmation of ship's registered gross and nett tonnages. Valid Cargo 
Gear Certificates sometimes required by stevedores when cargo gear 
maintenance appears to be poor. 

CUSTOMS ALLOWANCES: Only allowed 60 cigarettes to take ashore, 
but no spirits. 

REPATRIATION: Possible. 

AIRPORT: Hiroshima Airport, distance from Kure approximately 35 km. 
Hiroshima/Tokyo (Haneda Airport) 11 flights per day (domestic airline). 
Hiroshima/Seoul 7 flights per week (international airline). 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 
HOLIDAYS: Nisshin Steel Wharf: No stoppages, unless charter party 
says “excluding from the laydays January 1st”. 

Public Wharf: No working at year end (New Year from 31st December 
to 3rd January), daytime only on 30th December and 4th January. 
Sunday and holiday working, if required, at additional charge. 
POLICE/AMBULANCE/FIRE: Police Station (emergency) Tel: 110. 
Ambulance/Fire Tel: 119. Kure Maritime Safety Agency Tel: 0823-21- 
0110. 

TELEPHONES: No arrangements available for placing telephones 
aboard. 

SERVICES: All navigational apparatus can be serviced as required with 
minimum 48 hours’ advance notice. 

BANKS: Hiroshima Bank, Kure Branch, 5-4, Hondori 3-chome, Kure, 
Japan. Tel: 0823-21-5141. Fax: 0823-24-5575. 

Sumitomo Bank, Kure Branch, 1-14, Hondori 2-chome, Kure, Japan. 

Tel: 0823-22-4921. Fax: 0823-21-0724. 

STORING: See “Prelims”. 

. At Nisshin Steel Wharf, ship's stores loading by barge. 

. Available to load ship's stores during discharge of cargo. 

At Nisshin Steel Wharf, trucks cannot proceed alongside the 

berths. 

. At Nisshin Steel Wharf, cannot use forklift trucks at berth (usually 
load ship's stores direct to vessel by ship's crane). 

. Must obtain Customs Clearance before loading ship’s stores. 

. Riggers available to assist with storing. 

SHIP SUPPLY SERVICE: Makino Shipchandler, 5-1, Hondori 1-chome, 

Kure, Japan. Tel: 0823-21-4443. Fax: 0823-21-4899. 

No craft/helicopters at Kure Port. 

SHORE LEAVE: Kure Immigration Officers issue shore passes, if crew 
members have valid Passports or Seaman's Books. 

REGULATIONS: Normal port regulations. 

DELAYS: If vessel arrives at night-time, it must wait for berth at 
anchorage. 

GENERAL: Kure Port is a local port which makes it difficult to arrange 
all requirements. At least 3 days’ notice helpful. 

AUTHORITY: Port and Harbour Dept. — Kure City, 1-6 Chuo 4-chome, 
Kure City, Hiroshima Pref. Te/: (0823) 25-3336. 

AGENT: Sub-agents of Aall Barwil Agencies. 

Naigai Unyu Co. Ltd., 1-7, Nakadori 1-chome, Kure City, Hikoshima 
Pref., 737 Japan. Tel: 0823-21-4952. Telex: 662340 Naigai J. 
Fax: 0823-25-3728. Cables: Naigai Kure. 
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KUSHIRO: 42.58 N. 144.21 E. (See Plan) 


DOCUMENTS: Ship's Register. International Tonnage Certificate. Last 
Port Clearance. 6 Crew Lists including Passport Numbers. 4 Ports of 
Call Lists. 4 Passenger Lists. 1 Stores List. 1 Declaration of Crew's 
Baggage, i.e. tobacco, wine/spirits, camera, wrist-watch, radio, firearms/ 
swords, etc. (only at first port of call in Japan). Maritime Declaration of 
Health. 

Ship's Agent will prepare Inward/Outward Declaration, 1 Cargo 
Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship's Agent should be provided with necessary information about details 
of cargoes in advance. 

PILOTAGE: No telegraphic address. Previous advance notice, minimum 
8 hours’ advance notice ETA and any alterations. Contact pilot boat 
through Harbour Office/tug boats with wireless telephones. Pilot boat 
has no radio telephone. Pilot boat waits at Quarantine Anchorage 
(1,000 m. off and 280° from North Breakwater white light), and entrance 
of breakwater during winter period (December—March). 
ANCHORAGE: Bottom sand and mud. Minimum depth 9 m. in passage 
and 7.5 m. in anchorage. Depth over 29.5 ft. 162,075 sq.m., Section 2; 
Depth over 24.5 ft. 690,000 sq.m., Section 2 and 3; Depth under 24.5 ft. 
393,600 sq.m., Section 3. Tidal range, average high-tide plus 1.533 m., 
average low-tide plus 0.154 m., average tidal difference plus 0.953 m. 
RESTRICTIONS: Vessel allowed to enter and sail day and night. Pilot 
assistance officially not compulsory but in practice necessary, and Pilot 
service available sunrise to sunset for entry and up to 2100 hrs. for 
sailing. 

MAX. SIZE: See “Berthing”. 

HEALTH: Radio Pratique available. Formalities will be carried out at the 
anchorage. Quarantine Station 1,200 m. — 293° off Kushiro Breakwater 
Red Lighthouse. 

RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which cover all ports in Japan. 
If specifically Westbound vessel, to contact Choshi, and Northbound to 
contact Nagasaki Radio respectively. 

VHF: Kushiro Port Radio on Channel 16. 

TUGS: Usually join vessel at entrance of breakwater and ship’s lines to 
be used. 13,300 h.p., 1*3,200 h.p., 1x 1,700 h.p. and 11,100 h.p. 
BERTHING: No specific requirements. Pilot boarding time will be notified 
be ship's Agent mainly by radio. All berths limited by depth in entrance 
channel. 


Berth Length Depth Capacity 
(m.) (m.) d.w.t. 

Central Pier No. 1 & 2 340 9.0 10,000 x2 

No. 3 180 10.0 15,000 1 

No. 4 130 ries 5,000 1 

No. 5 130 yi =| 5,000 1 

No. 6 130 iets) 5,000 1 

North Pier No. 1 & 2 383 8.0 10,000 x2 

North Pier No. 3 148 8.0 5,000 1 

New South Pier 130 Tate! 5,000 x1 

South Pier 91 5.4 2,000 x 1 

South Pier 218 TD 5,000x1 

Tanker Berth No. 1 130 a5 6,000 x 1 

West Pier No. 1 — 1 90 5.5 6,000 x 1 

West Pier No. 1-2 & 3 330 9.0 10,000 x2 

West Pier No. 1 — 4 240 12.0 40,0001 

West Pier No. 1-5 185 10.0 15,0001 

West Pier No. 1 — 6 165 9.0 10,0001 

West Pier No. 1 — 7 165 9.0 10,0001 

(use with car ferry) 
West Dolphin 260 tes} 6,000 x4 
(tanker only) 

West Pier No. 2 — 8 90 5.5 2,000 x1 

West Pier No. 2-9 180 7.5 5,000 1 

West Pier No. 2 — 10 185 10.0 15,000 x 1 

West Pier No. 2— 11 & 12 480 12.0 30,000 x2 

West Pier No. 2 — 13 165 9.0 10,000 x 1 
g.r.t. 

West Pier No. 2 — 14 130 ras 5,000 1 
g.rt. 


CRANES: None. 

BULK CARGO FACILITIES: West Port No. 2 — 11 and No. 2 — 12: 
3 shore grain unloaders. Rate: 400 tonnes/hr. per unit. 
SPECIALISED CARGO HANDLING FACILITIES: West Port No. 2-9: 
Tankers discharge molasses in bulk. 

BRIDGES: None. 

STEVEDORES: At least 24 hours’ prior notice excluding Sundays and 
holidays required in order for Agent to arrange stevedores. Vessel must 
constantly keep Agent advised of ETA. If stevedores cannot commence 
loading/unloading at time notified by the Agent, the orderers must pay 
for waiting time. If cargo gears not rigged on berthing, stevedores will 
do same for ship's crew at additional cost. Overtime surcharges 1630 — 
2130 hrs. 60% additional of basic stevedorage; Sundays/holidays 100% 
additional; Saturdays 10% additional. 

MEDICAL: No advance notice required unless urgent. 

TANKERS: West Dolphin: 4 berths for 6,000 d.w.t. Hose diameter 10 in., 
12 in. and 6 in. 

South New Pier — 1 berth for 6,000 d.w.t. Hose diameter 10 in x1. 
DENSITY: Average 1025 inner breakwater HW and average 1022 LW. 
FRESH WATER: Direct supply from the wharves only. 

Cost per tonne: Yen 370 (ist April — 30th November), Yen 555 
(1st December — 31st March). 

FUEL: Domestic oil is available; bonded oil will be brought from 
Hakodate or Muroran with sufficient advance notice. 

FIRE PRECAUTIONS: Ship's watchman to be on duty. 

CONSULS: None. 

REPAIRS: Ordinary deck, engine and electrical repairs arrangable by 
the local factory. 


1110 


Ds 
Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng, 


DRY DOCKS: None; nearest located in Hakodate and Muroray 
SURVEYORS: N.K.K.K. available. m 
OPENING/CLOSING HATCHES: Stevedores carry out Opening 
closing hatches. If any time lost by ship’s crew doing thi 4 
stevedores charge ship for waiting. Recommend request stevedon, 
this work unless crew can complete it before berthing. J 
CERTIFICATES: Ship's Register to show Customs Inspecig, 
registered gross and nett tonnages. Valid Cargo Gear Cerin 
sometimes required by stevedores when cargo gear Mainters, 
appears to be poor. 
CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take apy 
but no spirits. 

REPATRIATION: Possible. 

AIRPORT: Kushiro airport about 40 minutes taxi or direct 

bus from port area. Flight service daily, 6 flights for Tokyo aNd 4 fp 

for Sapporo. 

TIME: GMT plus 9 hours. No alterations made to clocks duri 

HOLIDAYS: 1st May, 20th July, 30th December to 4th January 

POLICE/AMBULANCE/FIRE: Police HQ 23-7111 or emergency » 

Hospitals Kushiro Grand Hospital 41-6121, Kushiro Red-Cross Hogs 

22-7171; Fire HQ 22-2156 or emergency 119. 

EMERGENCY CO-ORDINATION CENTRE: Contact Kushiro My. 

VHF Channel 16. : 

TELEPHONES: No systems for arranging on board. 

Seen Provisions, store supply and compass adjusting poss 
Hokkaido Takushoku Bank, Kushiro Branch. Tel: (0154) 23-51); 
The Fuji Bank, Kushiro Branch. Tel: (0154) 22-2131. 

SHORE LEAVE: Local Immigration Offices issue shore pass vay) 

7 days or 15 days, but 5 days’ extension possible if ship Stays long 

SHIP SUPPLY SERVICE: None. 

IDENTIFICATION CARDS: Shore passes are issued by & 

Immigration Officer. 

REGULATIONS: Normal port regulations. 

DELAYS: None. 

AUTHORITY: Port & Harbour Dept. — Kushiro City, 5, Kuroganeg 

7-chome, Kushiro City, Hokkaido. Tel: (0154) 23-5151. 


AGENT: Sub-agents of Aall Barwil Agencies. 

Mitsuwa Transportation Co. Ltd., 101-4, Nishikou 2-chome, Ku 
City, Hokkaido 084, Japan. Tel: (0154) 31-3030. Telex: 96% 
F Mtw J. Fax: (0154) 53-0030. Cables: Funemitsuwa Kushiro. 


MAIZURU: 35.27 N. 135.19 E. 


DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

3 Crew Lists including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, cane 
wrist-watch, radio, firearms/swords, etc. (only at first port of @ 
Japan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 0 
Manifest and Cargo Manifest in transit using specific forms. Ther 
ship's eee should be provided with necessary information a 
details of cargoes in advance. 

PILOTAGE: Not compulsory. Pilots are available at the anchorage® 
Kanegasaki for vessels requiring Pilot services. 

Pilot station: Lat. 35° 32’ 00” N., Long. 135° 18’ 30” E. 
ANCHORAGE: Section 2, Depth 9 m., Section 3, 17 m. 
RESTRICTIONS: Channel depth 12.0 m. 

MAX. SIZE: See “Berthing”. 
HEALTH: Radio Pratique available. Vessels usually anchor at thea! 
harbour where the authorities board and grant Free Pratique. 

No. 1 Quarantine Anchorage (Outer) Lat. 35°30’ 15"N., & 
135° 20’ 42” E. 

No. 2 Quarantine Anchorage (Inner) Lat. 35° 29’ 15"N., @ 
135° 20’ 32” E. 

RADIO: Recommended Master communicates with Agent tha 
Choshi Radio or Nagasaki Radio which cover all ports in J@ 
If specifically Westbound vessel, to contact Choshi, and Northdo 
to contact Nagasaki Radio respectively. 

TUGS: Both ship's and tug's lines used. 2 tugs available, 1 x 1,600! 
and 11,100 h.p. 

BERTHING: No specific requirements. Pilot boarding time will be not 
by ship's Agent mainly by radio. 


(See Pi 


Permissible 


Berth Length Depth draft Capact 
(m.) (m.) (m.) (grt 
No. 2 Pier No. 1 Wharf 130 71 7.25 3,000 
No. 2 Wharf 185 10.0 9.50 15,000 
No. 3 Wharf 255 8.3 7.90 15,000 
No. 4 Wharf 105 7.3 6.5 - 
No. 3 Pier No. 1 Wharf 185 9.8 9.35 15,00 
No. 2 Wharf 185 9.7 9.25 15,000 
No. 4 Pier 185 9.4 8.95 15,00 
Buoy Location Depth 
(m.) (git 
Ohgimi Buoy No.1 _Lat. 35° 30’ 28” N., 10.2 15,00 
Long. 135° 23’ 34” E. 
Katsura Buoy No. 1 _Lat. 35° 28’ 38” N., © 5,08 
Long. 135° 20’ 27” E. 
Taira Buoy No. 2 Lat. 35° 30’ 01” N., 7.9 6,00 
Long. 135° 23’ 27” E. 
Taira Buoy No. 3 Lat. 35° 30' 17” N., 14 15,00 


Long. 135° 23’ 31” E. 
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ES: At least 24 hours’ prior notice excluding Sundays and 
se" required in order for Agent to arrange stevedores. Vessel must 
ans keep Agent advised of ETA. If stevedores cannot commence 
wy ynioading at time notified by the Agent, the orderers must pay 
wy time. If cargo gear not rigged on berthing, stevedores will do 
wy ship's crew at additional cost. Overtime surcharges 1600 hrs. 

Sao nrs. 60% additional of basic stevedorage; Sundays/holidays 
- nal. 
png No advance notice required unless urgent. 
pst’: 1025. 
gst WATER: Available from wharf and by barge. 
“s-pomestic Marine Diesel Oil is available; bonded oil will be brought 
woh. with sufficient advance notice. 
ogSuLS: None. 
S; Possible. 
= DOCKS: 246 m.x33.5 m.x 12.5 m. Two others. 
“GWAY/DECK WATCHMEN: Not specially required unless 
ssengers OF valuable cargo on board. 
CLOSING HATCHES: Stevedores carry out opening and 
hatches. If any time lost by ship's crew doing this work, 
oeaores charge ship for waiting. Recommend request stevedores for 
«sok unless crew can complete it before berthing. 
“MFICATES: Ship's Register to show Customs Inspector ship's 
gross and nett tonnages. Valid Cargo Gear Certificates 
eames required by stevedores when cargo gear maintenance 


gears to be poor. ; 
“s10MS ALLOWANCES: Only allowed 50 cigarettes to take ashore 


y its. 

SURIATION: Possible. 

@PORT: None. 

%: GMT plus 9 hours. No alterations made to clocks during year. 
qucE/AMBULANCE/FIRE: Police 07736-5-0810; Ambulance 07736- 
74; Fire 07736-5-2174. 

“EPHONES: Not possible to place telephones on board. 

VICES: None. 

w0RE LEAVE: Local Immigration Offices issue shore pass valid for 
e3days, but 3 days’ extension possible if ship stays longer. 
WHORITY: Maizuru Port Administration Office, 19-5, Koaza 
eazaki, Aza Matsukage, Maizuru City, Kyoto Pref. Tel: (0773) 75- 
1, 


(ENT: Sub-agents of Aall Barwil Agencies. 

«Koun Co. Ltd., 18-5, Koaza-Shimazaki, Matsukage, Maizuru City, 
io Pref. 624, Japan. Tel: (0773) 75-5391. Telex: 5734-426 lino J. 
(0773) 75-5681. Cables: lino Maizuru. 


\ARUGAME: 34.18 N. 133.47 E. 
NCUMENTS: See “Sakaide”’. 


(See Plan) 


) | MOTAGE: See “Sakaide”. 


it Boarding Position: Lat. 34° 19’ N., Long. 133° 46’ E. 


'| MHORAGES: There are no suitable anchorages for awaiting berth, 


"vessel is to adjust arrival time to day-break for berthing. Sakaide is 
‘somarily used as a waiting place. 
‘STRICTIONS: No restrictions, but pilots are not available for berthing/ 
®ething operations after sunset. 
WW. SIZE: See “Berthing”. 
4ALTH: See “Sakaide”. 
WI0: See “Sakaide”. 
. x facilities. 
See “Sakaide”’. 
'STHING: 


Max. 
be Capacity Length Depth Draft Remarks 
i (d.w.t.) (m.) (m.) (m.) 
*a-Cho Wharf 4,000 185 9.40 8.80 Logs 
™=Cho Wharf (West) 15,000 160 9.00 8.60 Logs 
™=Cho Wharf (East) 
dura Kogyo 4,000 155 7.5 6.80 Plywood 
piri Ryoko 3,000 140 7.5 6.80 Grain 


TEEDORES: See “Sakaide”. 
SICAL: See “Sakaide”. 
ANKERS: No facilities. 
> 1 WATER: Available at Showa-Cho Wharf by shore line, rate 
sole Available at other berths by barge. 
5 Ap “Sakaide”. 
ig RECAUTIONS: No specific precautions. 
=p ULS: See “Kobe”. 
AIRS: Only minor repairs possible. 
the KS: Imabari Zosen Co., Marugame Yard. 
bing.” Dock for 100,000 d.w.t. vessel, 270 m. x 45m. 


sie Dock for 150,000 d.w.t. vessel, 290 m. x 57 m. 
110.1 Shipway for 70,000 d.w.t. vessel, 240 m. x 34 m. (building) 
DeWAYIDECK WATCHMEN: See “Sakaide”. 
USINGCLOSING HATCHES: See “Sakaide”. 
ugyeS ALLOWANCES: See “Sakaide”’. 
RATROTS: See “Sakaide”. 
gon VATION: Possible. 
T: See “Sakaide”. 


“38 “Sakaide”. 
"\ICE/AMBULANCE/FIRE: See “Sakaide”. 


JAPAN 


TELEPHONES: No facilities for placing telephones on board. 

BANKS: See “Sakaide”’. 

SHORE LEAVE: See “Sakaide”. 

AUTHORITY: Marugame Harbour Office, 127-16 Fukushima-Cho, 

ae City, Kagawa, Japan. Tel: 0877-22-2710. Contact: Port 
aptain. 


AGENT: See “Sakaide”’. 


MATEGATA: 34.06 N. 132.55 E. 


DOCUMENTS: See “Imabari”. 

PILOTAGE: See “Imabari’. 

ANCHORAGES: Port of Mategata faces Aki-Nada and is located near 
West entrance of Kurushima Channel, where holding ground is good 
and depth of water 12.0 — 20.0 m. 

MAX. SIZE: No limit. 

HEALTH: Vessel should obtain Pratique at Matsuyama or other nearby 
way port before arrival. 

RADIO: See “Imabari”. 

TUGS: See “Imabari”. 

BERTHING: Anchorage port. 

CRANES: Floating crane is available from Kure. 

STEVEDORES: See “Imabari”. 

MEDICAL: See “Imabari”. 

DENSITY: 1015. 

FRESH WATER: Available by barge from Onomichi. 

FUEL: See “Imabari’’. 

CONSULS: See “Kobe”. 

REPAIRS: Only minor repairs possible. 

DRY DOCKS: See “Imabari”. 

GANGWAY/DECK WATCHMEN: See “Imabari”. 
OPENING/CLOSING HATCHES: See “Imabari”. 

CERTIFICATES: See “Imabari”. 

CUSTOMS ALLOWANCES: See “Imabari”. 

REPATRIATION: See “Imabari”. 

AIRPORT: See “Imabari”. 

TIME: See “Imabari”. 

POLICE/AMBULANCE/FIRE: See ‘“Imabari”. 

TELEPHONES: See “Imabari”. 

SERVICES: See “Imabari”. 

SHORE LEAVE: Local Immigration (Niihama) issue shore passes valid 
for 7 days only, but 7 days extension possible, if ship stays longer. 
GENERAL: Due to Mategata being a “Closed Port’, to conform with 
regulations, vessel obtains permission from Shikoku Maritime Bureau 
to enter. 

Customs request vessel calling Mategata to obtain permission to enter 
at preceeding port of call by paying charge at same rate of tonnage 
dues prior to vessel's arrival. The above formalities undertaken by 
Agents. 

No quarantine available, nearest station at Matsuyama. Immigration 
at Niihama. 

AUTHORITY: See “Imabari”. 


AGENT: Sub-agents of Aall Barwil Agencies. 

Morizane Transportation Co. Ltd., 2-13, Sobiraki-cho, Niihama City, 
Ehime Pref. 792, Japan. Tel: (0897) 32-6119. Telex: 5844-711 Mrzn J. 
Fax: (0897) 32-3322. Cables: Morizane Niihama. 


(See Plan) 


MATSUSHIMA: 32.56 N. 129.36 E. (See Plan) 


DOCUMENTS: When vessel arrives direct from a foreign port, Customs 
Officials will board to search, and the following documents are to be 
submitted: 

Ship's Register. 

International Tonnage Certificate. 

Voyage Memo (Ports of Call). 

4 Crew Lists, including Passport numbers. 

3 Passenger Lists. 

1 Last Port Clearance. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship's Agents will prepare Inward/Outward Declaration, Cargo 
Manifest and Cargo Manifest in Transit, using specific forms. Therefore, 
ship's Agents should be provided with necessary information about 
details of cargoes in advance. 

PILOTAGE: Pilotage is compulsory for all vessels over 10,000 gross 
tons by the private regulation of Electric Power Development Co. Ltd., 
Matsushima Terminal Power Station. 

Berthing Master boarding area is normally 2 miles =x 300° from 
Matsushima Breakwater Lighthouse. Lat. 32° 57’ 49” N., 129° 34’ 14” E. 

Berthing Master is employed by EPDC Marine Co.,Ltd., Matsushima 
Kouwan Service Center. 

Berthing Master boarding time: 

Berthing: From one hour after sunrise (usually 0700 hrs.) until 
1.5 hours before sunset. 
Unberthing: From one hour after sunrise until one hour before 
sunset. 

The pilot ladder must be rigged in accordance with the provision of 

the Navigation (SOLAS) Regulations. 
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ANCHORAGES: The recommended anchorage at Matsushima is in 
position Lat. 32° 58.32’ N., Long. 129° 35.15’ E. 

RESTRICTIONS: Pilot available daylight hours only for berthing and 
ea 

MAX. SIZE: Basic design Panamax type (60,000 d.w.t.) is acceptable. 
Max. draft 14.00 m. 

HEALTH: If the vessel is in possession of the Japanese Sanitary 
Certificate, Radio Free Pratique can be obtained by sending a message 
to the Quarantine Office in Nagasaki via Agent (not more than 36 hours 
and not less than 12 hours prior to arrival), after which the vessel can 
proceed directly to Matsushima. If vessel is not in possession of 
Japanese Sanitary Certificate, it has to call at Nagasaki or Sasebo for 
ordinary quarantine service, Customs and Immigration formalities, etc. 

If vessel is to proceed to Nagasaki for quarantine, the pilot will anchor 
the vessel at the outer roads (Anchorage A, Harbour Section No. 6), in 
position Lat. 32° 42’ N., Long. 129° 48’ E. 

Quarantine formalities are possible between 0830 hrs. and 1600 hrs., 
therefore the vessel has to arrive at Nagasaki Roads before 1600 hrs., 
otherwise vessel will have to stay overnight in the roads. As soon as 
formalities are completed, the vessel may sail for Matsushima without 
a pilot. 

RADIO: Recommended that Master communicates with Agent through 
Choshi Radio or Nagasaki Radio, which cover all ports in Japan. 
Westbound vessels to contact Choshi Radio, and Northbound vessels 
to contact Nagasaki Radio respectively. 

Advice of Arrival: The Port of Matsushima is a first port of entry, and all 
ships bound for this port to discharge send their message by telex to 
Telex No. 754788. 

TUGS: Over 60,000 d.w.t. vessels to use 3 tugs when berthing, and 2 
tugs when unberthing. Over 10,000 d.w.t. vessels to use 2 tugs when 
berthing and unberthing. Tug “Tomi Maru” (2,600 h.p.) based at 
Matsushima, and other tugs assist from Sasebo or Nagasaki. 

VHF: Call sign: “Matsushima Kouwan Service Centre”. 

Frequencies: Channels 16, 12, 6 (via “Tomi Maru”). 

Continuous Watch: Channel 16. 

Vessels should commence a listening watch on Channel 16, 2 hours 
before arrival and while at anchor. 

BERTHING: 


Name of Berth Length Max.Draft Capacity 
(m.) (m.) (d.w.t.) 
P-1 255 14.00 60,000 
P-2 114 8.00 5,000 
P-3 114 8.00 2,000 
P-4 114 8.00 2,000 (oil berth) 


Matsushima is a small island with an electric plant of the Electric Power 
Development Co.Ltd. It is a well organised plant with its own port. The 
concrete berth is well fendered, and there are ample mooring bollards 
and additional storm bollards. Off the Northern end of the wharf, there 
is a dolphin joined to the shore by a 65 m. long catwalk. The Northern 
end of the berth will accept vessels over 60,000 d.w.t. (depth 16.0 m.). 
The Southern end is for vessels of 5,000 d.w.t., 2,000 d.w.t. and 
2,000 d.w.t. respectively. 

It is the Custom of the Port to berth port side alongside, but if requested 
by the Master, vessel may berth starboard side alongside. 

The berthing pilot, who is a EPDC Marine Co. employee, hands over 
a berthing plan when he arrives, which contains information about 
mooring lines, depth alongside and strength and numbers of bollards. 
All the bollards are painted and are numbered. The plant and the berth 
are always kept clean. 

There is an approach velocity meter on the quay, and tugs are fitted 
with receivers. 

On average, 4 vessels over 60,000 d.w.t. and 30 vessels of less than 

5,000 d.w.t. a month call at Matsushima. 
CARGO HANDLING FACILITIES: There are 4 grab unloaders with 
capacity of 23 tons each. Discharging rate with grabs is 700t.p.h. 
maximum each crane, or 2,800t.p.h. in total (max. daily rate 
26,000 tons). The average discharging rate is 1,600t.p.h. The 
unloader’s travelling distance is 345.0 m. Maximum outreach from 
fender face 22.00 m. Vessel must keep air draft within 16.50 m. 

Normal working hours are from 0630 hrs. to 2130 hrs., 7 days a week, 
including holidays. The only day not worked is January 1st (New Year's 


Day). 

MEDICAL: There is a hospital at Oseto Cho. 2 days advance notice 
necessary to Agent before arrival. Only cholera vaccination available. 
DENSITY: 1025 (salt). 

FRESH WATER: Available. Rate 12 t.p.h. Cost is Yen 450 per kilolitre. 
FUEL: Possible by barge. Bonded oil (fuel and diesel) will be brought 
from Seto Island port. 

CONSULS: No local representatives. Marine Note of Protest can be 
attended by local notary public at Nagasaki City or Sasebo. 
REPAIRS: Minor repairs possible. 

DRY DOCKS: Nearest dry dock is Oshima Dockyard, which is 6 miles 
from Matsushima. 

SURVEYORS: All surveyors, such as Lloyd's Register, American 
Bureau, Bureau Veritas, Nippon Kaiji Kyokai, etc., available. They will 
attend from Sasebo or Nagasaki. 

GANGWAY/DECK WATCHMEN: Compulsory. Cost of watchmen 
Yen 25,440 per day. One watchman on board to attend to the telephone, 
which is placed on board on arrival. The watchman remains on board 
until vessel's departure. 

OPENING/CLOSING HATCHES: Hatch operations by crew. 
CERTIFICATES: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid cargo gear certificates 
sometimes required by stevedores, when cargo gear maintenance 
appears to be poor. 

CUSTOMS ALLOWANCES: Only allowed 60 cigarettes to take ashore, 
but no spirits. 

REPATRIATION: Immigration Office is located at Nagasaki City. 
2 or 3 days advance notice of crew replacement requested by Agent. 
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AIRPORT: Nagasaki Airport, 70 km. from Matsushima, about 1; 
by taxi. This airport serves only domestic airlines. Dest \ 
7 flights; Osaka 5 flights; Okinawa, Sapporo, Kagoshima, Miva’ 
Nagoya one flight daily. : 
TIME: GMT plus 9 hours. No alterations made to clocks dup; 
POLICE/AMBULANCE/FIRE: Police 110; Ambulance and Fi! 
TELEPHONE: Compulsory to have telephones placed on A 
stay. Cost Yen 10,500 for setting up lines onboard, and ren 
Yen 1,060 per day. ‘ 
SHORE LEAVE: Local Immigration Office issues shore passe, 
for only 15 days when Matsushima is first port of call in Japan, Ey. 
possible if ship stays longer. Shore passes are issued for Matsup, 
and Oseto town only. Oseto town is opposite Matsushima Island ty 
is a ferry boat service between 0700 hrs. and 2200 hrs. 

In case Master needs to go to Nagasaki City, for example, Seay 
or other kind of shipping business, special permission must be 
SERVICES: All special services available, except tank Cag 
equipment and facilities for discharge of tank washings. 

Ship Supplier: Mazda Shinto Senpaku Co.Ltd., 5-5 Hizukushing | 

— City, Nagasaki Pref., Japan. Tel: 0956-33-9106. Fax: ay, f 
itz 

WEATHER‘TIDES: Weather: The Port of Matsushima is situates, 

North of Kyushu. An incidence of about 2 typhoons per year ¢» 

expected during the typhoon season between July and Octobe * 

Prevailing winds are Northwesterly, and velocities in exp \ 
27 knots (15 m./sec) are infrequent. A 

The port facilities are sheltered from swell by the breakwate, ' 
island. However, prolonged Westerly winds of more than 20 kn ! 
occasionally make conditions unsafe for boarding/unboarding os ‘ 
and Masters are advised to order Pilot and tugs in sufficient time, 
these conditions occur. H 

) 
1 
{ 
‘ 
1 
o 
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Tides: Tidal streams are generally weak, reaching strength of 155 
at Spring tides. 

The flood tide sets North and the ebb sets South. With the de 
of stream, however, near the breakwater tidal stream set to # 
Southerly. 

Tidal height/hour of Port of Matsushima is calculated by tidal @ 
Port of Nagasaki (Standard Port). 

Tidal Time: Add 5 minutes. ( 
Tidal Height: 1.06 times. f 
Mean High Water Interval: 7 hours 59 minutes. j 
Mean Sea Level above Chart Datum: 1.73 m. 
Spring Rise: 3.00 m. 
Neap Rise: 2.20 m. 
REGULATIONS: Normal port regulation (strictly prohibited to disc 
bilge oil and other kinds of oil during stay in this port). No smoky 
the deck or in port area. 
GENERAL: Chart: Japanese Chart No. 1230. 


SHIPMASTER’S REPORT: May 1988. 

Health: \f vessel is to proceed to Nagasaki for quarantine the Pit 
anchor the vessel at the outer roads (Anchorage A, Harbour Se 
No. 6) in position 32° 42’ N., 129° 48’ E. The mooring buoy wih , 
light on BA. Chart No. 2815 in position 32° 41.8’ N., 129° 47.45! 
no longer in existence. . 
Tugs: In general, vessels over 60,000 d.w.t. use 3 tugs and Vi ¢ 
under 60,000 d.w.t. use 2 tugs. On departure 2 tugs are ust ; 
unberthing. Tugs tow lines are used. The port tugs have a blue Mw! » 
white superstructure and orange mast. \ 
Berthing: Moorings consisted of 5 head/stern lines and 1 spring® , 
each end. On approaching the berth, 2 headlines can be sent a 5 
one time by the line boat. 

On average 5 vessels a month call at Matsushima. 
General: Provisions: It is possible to obtain stores at the port. 
Tidal Range: Maximum +3.50 m. Minimum —0.50 m. 
Hotels: There is no hotel accommodation at Matsushima or Ose } 
Tax Free Shop: Should crew wish to buy electrical goods, the # ( 
should contact Kaijima Company in Sasebo City via the Age’ } 
suggested that a cable/telex is sent well in advance in order® | 
salesman may be sent aboard on arrival. 


J 
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AUTHORITY: Electric Power Development Co.Ltd., Masi? | 
Uchigo, Oseto-cho, Nishisonoki-gun, Nagasaki Pref., Japan. Te8 | 
22-2111. FAX: 0959-22-2118. Contact: Captain T. Horikawa, # j 
Superintendent. F 


AGENT: Sub-agents of Aall Barwil Agencies. 
Green Shipping Ltd., Moji c/o EPDC Marine Co.Ltd., 25735! 
Aoyama, Matsushima-Uchigo, Oseto-cho, Nishisonoki-gun, Na 
Pref., 857-25 Japan. Tel: 0959-23-3426. Telex: 754788 Epa R 
Fax: 0959-23-3119. Cables: Epdcmagcy Oseto. F 

‘ 


MATSUURA: 33.21 N. 129.41 E. (See 


LOCATION: Lat. 33° 21.5’ N., Long. 129° 41.5’ E. } 
The port is located on the Northern coast of Nagasaki Pref. # 
South Western part of Imari Bay. ’ A 

PILOTAGE: A vessel berthing or unberthing at Matsuura Co? 
(CB-1) has to take a pilot (Berthing Master). - 3 
Pilot boarding position is around Lat. 33° 28’ N., Long. 12g" 4 
which is about 340° x 2.85 miles from Ogonoshima Lighthous? 
Inward pilot boards vessel on lee side at the above position 
“Kyoei-Maru" (3,000 h.p., based in Matsuura), and outward pit 
at the berth. 


gawenTs: The following documents are to be submitted on arrival 


be ister and/or International Tonnage Certificate. 
Foot jearance. ; 
sew Lists and Passenger Lists, if any. 
- Memo (Ports of Call covering last 2/3 months). 
*~varation of Health. 
: tores List. 
oes of Crew's Baggage. 
Outward Declaration, Cargo Manifest and other necessary 
wilbe prepared by ship's Agents, using Customs forms. A vessel 
on requested to provide Agents in advance with necessary 
“eqation F arding cargoes, etc. 
AGES: No quarantine anchorage in Matsuura. 
anchoring area outside of Imari Bay on night arrival or for 
perth is located about 1.5 miles — 3.0 miles N.W. of Izu-Shima. 
attention to the many fishing boats and nets should be paid 
ie vessel approaches the port. 
ICTIONS: Entry into Imari Bay (passing Aoshima Strait) is 
during night time. 
yeting/unberthing will be carried out during daylight hours only. 
set boarding time will be advised by ship's Agents through VHF, 
or radio. 
SE: Acceptable cape size vessel (approx. 130,000 d.w.t.) with 
« daft 16.30 m., LOA 270 .00 m. and beam 47.00 m. 
TH: Radio Pratique only acceptable if the vessel holds valid 
Sanitary Certificate. Otherwise vessels have to call at a 
senient port for ordinary quarantine service, before arrival at 


a. 

Ls Recommended that Master communicates with Agents through 
i Radio or Choshi Radio, which cover all ports in Japan. 

aianwura Port Radio” on Channel 16 from 0600 hrs. — 2000 hrs. 

@$:4 tugs (about 3,000 h.p.) required for vessels over 100,000 d.w.t. 

,mooring, and 3tugs for unmooring. Vessels over 60,000 d.w.t. 

ge 3tugs for mooring and 2 tugs for unmooring. Vessels over 

‘dw.t. require 2tugs for mooring/unmooring, under normal 

seer conditions. 

ye tug ("Kyoei-Maru” 3,000 h.p.) available in the Matsuura Port. 

4 _ available from Imari, Sasebo and Nagasaki. 

THING: 


weof Berth Length Max.Draft Capacity 
(m.) (m.) (d.w.t.) 
08-1 370 16.30 130,000 
08-2 370 16.30 130,000 (under 
construction) 
03 105 7.30 2,000 
4 126 7.30 5,000 
5 126 7.30 5,000 
K6 105 5.30 2,000 


‘1 and CB-2 are the berths for discharging coal only. Others are 
| ®berths for discharging/loading oil, chemicals, etc. 
|| “berths are privately owned and belong to Kyushu Electric Power 
'\bm, Matsuura Power Station Electric Power Development Co.Ltd. 
‘| Matsuura Thermal Power Station. 
'| lesels are usually required to dock starboard side alongside, unless 
‘(sa special reason. 
| fEVEDORES: Normal working hours are between 0800 hrs. and 
Nhs. with 2 gangs by 2 unloaders with capacities up to 1,800 tons 
Frour each. 
®ICAL: No advance notice required, except Sundays, holidays and 
‘mergency cases. 
%SH WATER: Available from shore connection, rate about 20 t.p.h. 
eee is Yen 500/cu.m. 
"EL: Possible to supply bonded oil (IFO/MDO) by barge from Kanmon 


me 
'NSULS: None. 
' AIRS: Only minor repairs possible. 
. NGWAY/DECK WATCHMEN: Not specially required, but possible 


‘mange. 
HES: Opening/closing must be done by ship's crew. 
SIFICATES: Ship's Register or International Tonnage Certificate to 
‘Customs Inspector ship’s gross and nett tonnages. 
STRIATION: Possible, but a few days advance notice of crew 
®ement to Agents required, since Immigration Office is located in 
*City and Customs House in Sasebo City. 

RTS: International airport is in Fukuoka, distance about 120 km., 
“oral airport is in Nagasaki, distance about 100 km. from Matsuura. 
“GMT plus 9 hours. No alterations made to clocks during year. 

AMBULANCE/FIRE: Report to Security's Office located at 
Send of Berth “CB-1". 

HONES: No arrangements for placing telephones on board 
tone Calls may be made from telephone booth located on the berth. 
‘ rd LEAVE: Local Immigration Offices issue Crew Landing Permit 
ota iSdays and for Matsuura City only. Special permission is 

‘ed in case of crew going outside of the city limits for ship's official 


STHORITIES: Kyushu Electric Power Co.Ltd., Matsuura Power Station 
eh Power Development Co.Ltd., Matsuura Thermal Power Station. 
"Kyushu Kyodo Kowan Co.,Ltd., 458-1, Aza-Sezaki, Shirahama- 
~Shisa-Cho, Matsuura City, Nagasaki Pref., Japan 859-45. 


. ny 35363. Telex: 7482-28. FAX: 0956-7204808. Contact: Marine 
nt. 


=.) Sub-agents of Aall Barwil Agencies. 

Cams nipping Ltd., Moji, 9-7, Minato Machi, Moji-ku, Kitakyushu City, 

4 we N. Tel: 093-321-4261. Telex: 7153-11 Greenm J. Fax: 093-321- 
ables: Greenship Moji. 
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MATSUYAMA: 33.52 N. 132.42 E. (See Plan) 
DOCUMENTS: 

Ship's bre saved and International Tonnage Certificate. 

Last Port Clearance. 

6 Crew Lists including Passport Numbers. 

6 Passenger Lists. 

1 Stores List. 

3 Ports of Call Lists. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship’s Agent will prepare Inward/Outward Declaration, 1 Cargo 
Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship’s Agent should be provided with necessary information about details 
of cargoes in advance. 

PILOTAGE: Inland Sea Pilotage should preferably be arranged through 
Agent via Nagasaki Radio giving 72 hours’ notice. Urgent correction of 
ETA outside business hours should be cabled direct to pilot station. 
Inland Sea Pilot Association covers all Inland Sea ports. Pilotage 
compulsory for vessels over 10,000 g.r.t. when passing Osaka Bay, 
Akashi Route, Bisan Seto Route and/or Kurushima Channel. Pilots 
obtained from 1 of 3 pilot stations dependent upon vessel's last port of 
departure and at Master's discretion. Pilotage available throughout 
24 hours and 72 hours’ advance notice preferred, thereafter advising 
any alterations. Most Inland Sea Pilots also act as Harbour Pilots up to 
berth or anchorage at destination. 

Note: VHF communication available with Inland Sea Pilot stations. Also 
see “Shipmaster's Reports” before first port. 

1. Wadamisaki, at entrance to Kobe (vessels transitting Kii Straits) 
Position Lat: 34°35'N., Long: 135° 08’ 24” E. Telegraphic address 
“Anjin Kobe”. 

2. Sekisaki, 3 miles South of Sekisaki lighthouse (vessels transitting 
Bungo Channel). Position Lat: 33°13’'N., Long: 131° 55’ 38” E. 
Telegraphic address “Anjin Saganoseki”. In event bad weather, 
recommended vessels proceed for shelter as near as possible, having 
due regard to safety, to Sekisaki pilot station. 

3. Hesaki, at East side of Kanmon (Shimonoseki) Straits. Position Lat: 
33° 57’ N., Long: 131° 03’ E. 

4. Tomogashima Pilot Station: Lat. 34° 10’ N., Long. 135° 00’ E. 
ANCHORAGE: The port faces lyo-Nada and located near Bungo Straits. 
Entrance open to lyo-Nada towards West, but port protected by West 
breakwater and small island off Northern part of approaches where 
holding ground good. During Winter months strong N.W. wind prevails 
causing heavy swell at anchorage. Depth of water 17 m. — 25 m. 
RESTRICTIONS: Oil tanker berth: Vessel drawing less than 11.5 m. 
can moor and unmoor at half-flood during daytime but vessels drawing 
11.5 m. or more advised to await high water. 

Dry cargo is logs only and cargo working carried out at anchorage of 
Umaiso and Yura Bay. 

Yura Bay: Vessels no longer than 110 m. can berth. Daytime entry only 
regardless of tide and current. 

MAX. SIZE: Cosmo Matsuyama Oil Co. Ltd., Matsuyama Factory, 
Genyu Sambashi: Max. 60,000 d.w.t. Max. LOA, 240 m. Max. safe draft 
11.5 m. 

Umaiso Bay: Length of vessel 160 m.; breadth no limit; draft 15 m. 
Yura Bay: Length 110 m.; breadth no limit; draft 10 m. 

Also see “Berthing”’. 

HEALTH: Radio Pratiqu available. At first port of call in Japan, vessel 
must obtain Free Pratique. Quarantine Officers will attend vessel only 
from daylight to sunset and Master to show all Vaccination Cards, Derat 
Exemption Certificate. In case vessel arrives from cholera-infected area 
within 10 days, Master must advise crew and passengers’ health 
condition to respective Quarantine Office through ship's Agent prior to 
arrival and close all soil pipes before entering port. 

RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which cover all ports in Japan. If 
specifically Westbound vessel, to contact Choshi, and Northbound to 
contact Nagasaki Radio respectively. 

TUGS: For tankers: Join vessel at Quarantine anchorage, using tug’s 
lines without charge. For dry cargo vessel, no tug required for berthing 
and unberthing in normal conditions. 

BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship’s Agent mainly by radio. 

General cargo to be loaded/discharged at the following wharves in 


Matsuyama. 
Berth Length Depth 
, (m.) (m.) 
Gaiko-Futo Wharf 
No. 1 366 9.5 
No. 2 390 TAS) 
Imazu Whart 370 10.0 


There are no deadweight restrictions at the wharves. 

Restrictions: Due to tidal condition (strong current) Pilot requires 
2 tugs for mooring and unmooring, even if vessel is less than 5,000 g.r.t. 
STEVEDORES: At least 24 hours’ prior notice excluding Sundays and 
holidays required in order for Agent to arrange stevedores. Vessel must 
constantly keep her Agent advised of ETA. If stevedores cannot 
commence loading/unloading at time notified by the Agent, the orderers 
must pay for waiting time. If cargo gears not rigged on berthing, 
stevedores will do same for ship's crew at additional cost. Overtime 
surcharges 0630 hrs. — 0830 hrs., 1630 hrs. — 2130 hrs. 60% additional 
of basic stevedorage; 2130 hrs. — O600hrs. next morning 120% 
additional; Sundays/holidays 100% additional. 

TANKERS: No advance notice of diameter of load/discharge lines 
required. See “Max. Size”. 

Manifold: 1x12 in. for loading/discharging Naphtha and Kerosine (rate 
1,800 cu.m./hr.). 1x12 in. for loading/discharging diesel oil and fuel oil 
(rate 1,100 cu.m./hr.). 3x6 in. (rubber hoses) for loading/discharging 
Mono-Ethylene Glycol (rate 300 cu.m./hr.). 
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MEDICAL: No advance notice required unless urgent. 
DENSITY: Anchorage 1015. Berth 1015. 
FRESH WATER: Cosmo Matsuyama Oil Co.Ltd., Genyu Sambashi: 
Can be supplied by shore line with capacity 25 t.p.h. 
Anchorage: Can be supplied by 60 ton barge with capacity 60 t.p.h. 
Strong winds prevail during Winter months, when no water can be 
supplied. 
FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 
Osaka Bay and Kanmon Port. At all other ports bunkers will be lightered 
from the nearest bunker stock ports at maximum 7 days’ prior notice. 
Also see “Moji - Fuel”. 
CONSULS: Consulates in Kobe. 
REPAIRS: Only minor repairs. 
DRY DOCKS: None. Nearest at Kawasaki Heavy Industries Ltd., 
Sakaide; Hitachi Shipbuilding & Engineering Co. Ltd., Innoshima and 
Mukaishima, dimensions of those docks as follows: 
Kawasaki Heavy Industries Ltd., Sakaide. Dock No. 2 for 500,000 d.w.t. 
vessel 450 m. x72 m.x 12.3 m. Only used presently for shipbuilding and 
after services. 
Hitachi Shipbuilding & Engineering Co. Ltd., Innoshima Dockyard. Dock 
No. 1 for 20,000 d.w.t. vessel 175 m. x25 m.x 25.62 m.x9.10 m. Dock 
No. 3 for 130,000 d.w.t. vessel 282.50 m.x 47 m.x 11.33 m. 
Hitachi Shipbuilding & Engineering Co. Ltd., Mukaishima Dockyard. 
Dock No. 1 for 3,000 d.w.t. vessel 86.18 m. x 13.60 m.x6.80 m. Dock 
No. 2 for 8,500 d.w.t. vessel 125 m.x18m.x7.40 m. Dock No. 3 for 
25,000 d.w.t. vessel 175 m.x29 m.x9 m. 
GANGWAY/DECK WATCHMEN: Not 
passengers or valuable cargo on board. 
OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches. If any time lost by ship's crew doing this work, 
stevedores charge ship for waiting. Recommend request stevedores for 
this work unless ship's crew can complete it before berthing. 
CERTIFICATES: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear maintenance 
appears to be poor. 
CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 
but no spirits. 
REPATRIATION: Possible. 
AIRPORT: Matsuyama Airport. Services to Tokyo, Osaka and Nagoya 
by ANA and JAL. Services to Fukuoka, Miyazaki and Kagoshima by 
Japan Air Systems. 
TIME: GMT plus 9 hours. No alterations made to clocks during year. 
POLICE/AMBULANCE/FIRE: Police 110; Ambulance 119; Fire 119. 
TELEPHONES: No facilities for placing telephones on board. 
SERVICES: Only at Kobe. 
SHORE LEAVE: Immigration issue shore passes valid for 7 days if 
vessel only calling at one port in Japan or 15 days if vessel calling at 
more than 2 ports in Japan, further extension possible. 
AUTHORITY: Matsuyama Marine Safety Agency, Kaikan-Dori, 
Matsuyama, Japan. Te/: (0899) 51-1197. Contact: Port Captain. 
AGENT: Sub-agents of Aall Barwil Agencies. 

Morizane Transportation Co. Ltd., 2-13, Sobiraki-cho, Niihama City, 
Ehime Pref. 792. Tel: (0897) 32-6119. Telex: 5844-711 MrznJ. 
Fax: (0897) 32-3322. Cables: Morizane Niihama. 


specially required unless 


MATSUZAKA: 34.37 N. 136.34 E. 
Status: Closed Port. 


LOCATION: Located at centre of Mie Prefecture, about 55 km. South 
from Yokkaichi in position Lat. 34° 36’ 47” N., Long. 136° 33’ 51” E. 

Closed port (not open port) for Japanese Customs and Maritime Laws. 
Foreign flag ships are not allowed to enter the port directly, and vessel 
is requested to obtain the permission of Maritime Transport Bureau and 
Customs’ House at one of the open port in Japan before proceeding to 
Matsuzaka. 
DOCUMENTS: Also see “Entry Formalities”. 

To Yokkaichi Transport Bureau: The vessel must obtain permission 
to enter “Closed-Port” beforehand. 

Application for Permission to enter Closed-Port. — 1 original and 4 

copies. 

Ship's Register — 1 copy. 

Crew List — 1 copy. 

Cargo Manifest — 1 copy. 

Bills of Lading — 1 set of copies. 
At Yokkaichi Anchorage: If vessel comes directly from foreign port 
(Agents board for formalities after Free Pratique). 
To Yokkaichi Transport Bureau: 

Ship's Register — 1 original. 

Crew List — 1 copy. 
domsapen Transport Bureau issues Permission for Entry into Closed- 

‘ort. 
To Yokkaichi Customs: 

Ship's Register — 1 original. 

International Tonnage Certificate — 1 original. 

Inward/Outward Declaration — 1 copy/2 copies (Prepared by Agents). 

Ports of Call List — 1 copy. 

Crew List — 1 copy. 

Crew's Baggage List — 1 copy. 

Ship's Stores List — 1 copy. 

Free Pratique Certificate — 1 original. 

Permission for Entry into Closed-Port — 1 original. 
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(See Plan) 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, bry 


Application for Permission for Entry into Closed-Por ~3 
(prepared by Agent). 4 
Application for Exemption Tonnage Dues Payment. - 3 
(prepared by Agent). 

To Yokkaichi Quarantine: At anchorage, Quarantine Inspect 

to issue Free Pratique. he 
Declaration of Health — 1 copy. 

Vaccination List — 1 copy. 
Crew List — 1 copy. 

Ports of Call List — 1 copy. 
Ship's Register — 1 original. 

Matsuzaka Berth: 

To Yokkaichi Immigration (issuing Shore Pass): 
Inward/Outward Declaration (Prepared by Agent) — 2 COPIES fora 
departure. 

Crew List — 1 copy. 

Ports of Call List — 1 copy. 
To Tsu Customs: 

Nearly same as Yokkaichi Customs above. 
To Matsuzaka Port Authority and Yokkaichi Maritime Safety Ap 
(For each Authority): 

Inward/Outward Declaration — 1 copy. 

Crew List — 1 copy (M.S.A. only). 

* Agents carry out above formalities. 

Entry Formalities: 

Customs: (a) If vessel is coming from a foreign port to Mats: 

directly, Customs formalities must be done at Yokkaichi Ane 

After entry and paying “Closed-Port Dues” at Yokkaichi Custom, 

vessel is allowed to proceed to Matsuzaka. After berthing in Matss 

entry to Matsuzaka is done at Tsu Customs. Agents carry out thes 
entry formalities. 

(b) If the vessel is coming from a Japanese port, Customs » 
done at Tsu Customs, after berthing, by Agents. 

Immigration: Yokkaichi Immigration Office only. 

M.S.A.: Maritime Safety Agency at Yokkaichi has jurisdicty 

Matsuzaka. 

PILOTAGE: Daytime service for berthing/unberthing. Pilot is com: 

for vessels of 10,000 g.r.t. or more. Vessels of less than 10,00 

take a pilot at Master's option. 

Pilot boarding point for Irago Bay Pilot: 
Entering Ise Bay: Lat. 34° 30.8’ N., Long. 137° 06.9’ E. (Coming 

East). Lat. 34° 28.3’ N., Long. 137° 03.8’ E. (Coming from South 
Unberthing: Pilot boards at berth. Pilot comes from Morozak 

Station. 

Harbour Pilot for berthing/unberthing: Harbour Pilot comes ont 
from Yokkaichi or Nagoya, by tug or car. 

ANCHORAGES: In vicinity of Lat. 34° 38’ N., Long.136° 36’ E., 

mud bottom. 

APPROACHES: Matsuzaka Port Fairway is 130 m. wide ands 

depth of 7.5 m. 

Tidal Range: H.W.L. + 2.102 m. L.W.L. + 0.144 m. 

HEALTH: No quarantine station at Matsuzaka. Ships cal 

Matsuzaka directly from a foreign port have to call Yokkaichi firs. * 

Quarantine Anchorage is located in vicinity of Lat. 34° 56’ 1h! 

Long. 136° 40’ 40.0" E., where Free Pratique is granted, after 

vessel proceeds to Matsuzaka. 
Also see “Documents”. 

VHF: No VHF service in Matsuzaka. Nagoya Port Radio 

Channel 16. 

RADAR: No radar service in Matsuzaka. 

TUGS: No tugs stationed in Matsuzaka. Tugs come from You 

Nagoya or Mikawa Bay Station. 

Two tug companies in service: 
Tug charge by Sanyo Kaiji Co.Ltd. 
Yen 448,400/day/tug. 
Yen 685,700/two days or more/tug. 
Tug charge by Nishinihon Eisen Co.Ltd. 
Yen 240,000 + (tug charge/hr. x hrs.) for one day's work 
Yen 240,000 x 1.5 + (tug charge/hr. = hrs.) two days’ or® 
Line Handling: Available in Matsuzaka. 
BERTHING: 16 public berths available. 


Name of Berth Depth Length Capacity No.of Berts 
(m.) (m.) (d.w.t.) 
Ohguchi 7.5 390.0 5,000 3 
North 5.5 86.5 2,000 1 
North 45 476.9 700 7 
Central 4.5 306.0 700 5 
CRANES: No shore cranes at the wharves. Mobile crane a 
locally. 


BRIDGES: None. 
STEVEDORES: This service is rendered from Yokkaichi or Nag? 
MEDICAL: Hospital and clinics are located in Matsuzaka. 
FRESH WATER: Available at all berths by pipeline. 
REPAIRS: Only minor repairs possible. 
CONSULS: No consuls in Matsuzaka. 
SURVEYORS: No surveyors in Matsuzaka. Surveyors are a 
from other cities. 
CUSTOMS ALLOWANCES: Tobacco, wine and spirits are nat 
in ship's bonded store by the Customs. Each crew can consu™ 
on board the vessel (effective as from 18th February 1991) 
REPATRIATION: Possible. Due to no Immigration Office in 
legal formalities must be undertaken at Yokkaichi in advance 
AIRPORT: Nagoya Airport, about 3.5 hours from Matsuzaka pyoe? 
TIME: GMT plus 9 hours. No alterations to clocks during ye# 
POLICE/AMBULANCE/FIRE: Police 110. Ambulance/Fire 11 
EMERGENCY CO-ORDINATION CENTRE: If emergency (fre 
robbery, etc.) breaks out, contact the 4th Regional Maritim 
Headquarters by the following: 

1. VHF Channel 16: “Nagoya Hoan”. 

2. Cables: Code J.N.T. 
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» Telex 4934961 Jmsana. 
ii? ss call: 2182 kHz. 

. fa: 052-661-1611 (0900 hrs. — 1700 hrs., Monday to Friday), 
| > "952-661-1616 (outside office hours). 


: pe Yokkaichi Immigration Office issues shore passes. The 
put prings all passports of crew members, application and Inward 
on to Yokkaichi. ; : 5 : 
*aton; No Immigration Office at Matsuzaka. The service is 
=o from Yokkaichi. 
“gser is requested to send the latest Crew List to Agents in advance. 
secnandler: Available from Yokkaichi. 
‘soms No Customs Office located in Matsuzaka. 
| phone Numbers: 


om 
0593-52-3829 
ae 0592-34-4161 


‘s 
tion: 
ich 0593-52-5695 
; rt 
cl 0598-52-1111 
or 0598-51-3482 
Bay 0569-21-7487 
ssnour (Nagoya) 052-651-9111 
. | tour (Yokkaichi) 0593-52-6816 
| eRegional M.S.A. 
»| lagoya 052-661-1611 
«| okkaichi 0593-51-3161 
Bureau 
1 Schl 0593-52-2883 


|| gfnT: Aall Barwil Agencies, Nagoya Branch, Kaiun Building, 4th 
wy 2-46, Iriftune 2-chome, Minato-ku, Nagoya City, Aichi Pref. 455, 
om Tel: (052) 652-2266. Telex: 446-3751 Aallng J. Fax: (052) 652- 
|| = Cables: Aallbarwil Nagoya. 


WKE: 33.00 N. 130.23 E. (See Pian) 


NUMENTS: When vessel arrives direct from a foreign port, Customs 
*eals will board to search, and the following documents are to be 
itnitted: 
Sips Register. 
nemational Tonnage Certificate. 
last Port Clearance. 
iCrew Lists, including Passport Numbers. 
iPassenger Lists. 
iPorts of Call Lists (Voyage Memo). 
' Stores List. 
|Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 
Sip's Agent will prepare Inward/Outward Declaration, Cargo Manifest 
% Cargo Manifest in transit using specific forms. Therefore ship's 
should be provided with necessary information about details of 
®es in advance. 
\OTAGE: Compulsory; Pilots board at the point Lat. 32°59’ N., 
9. 130° 23' E. 
*mabara Bay Pilot (Kuchinotsu Pilot) not compulsory. Pilots board 
"South of Kuchinotsu Lighthouse, Lat. 32° 35’ N., Long. 130° 12’ E. 
‘se ETA Kuchinotsu 48 hours prior to arrival.) 
%sel should proceed to Miike Anchorage by itself in case of Pilot 
_ “ing arranged. 
*/ pilot boat time restricted to 0600 hrs. — 2200 hrs. 
"HORAGES: Lat. 32° 59’ N., Long. 130° 23’ E. Harbour limit within 
012,700 m. radius centering on lighthouse at West end of Northern 
e4water. Roadstead affords safe anchorage, mud and sand. 
ICTIONS: Vessel shall dock or depart on HW. Ebb stream begins 
*430 minutes before HW and runs to South for 6 hours. Max. current 
“ols at entrance of channel. Flood stream begins at about LW time 
“suns to North for 6 hours. Maximum of 3 knots at lighthouse. Channel 
_. long, 137 m. broad from jetty to jetty, 45.7 m. width at bottom. 
™ depth at LWOST. 
“SIZE: No limitation for breadth and length, but max. drafts are as 
ut 8: 29 ft. 6 in. up to 20,000 d.w.t.; 26 ft. 4 in. up to 25,000 d.w.t.; 
S16 in. up to 30,000 d.w.t. 
“ALTH: At first port of call in Japan, vessel must obtain Free Pratique. 
line Officers will attend vessel only from daylight to sunset, and 
.t 10 show all Vaccination Cards and Derat Exemption Certificate. 
“ae vessel arrives from cholera infected area within 10 days, Master 
ya ttvise crew and passengers’ health condition to respective 
+ | eg ne Office through ship's Agent prior to arrival, and close all soil 
*Sbefore entering port. 
a talties will be carried out 2 miles off lighthouse (Lat. 33° 0’ 8” N., 
s | ug°0: 23" 50” E.). Radio Pratique available. 
8 Dosh’ Recommended Master communicates with Agent through 
Radio or Nagasaki Radio which cover all ports in Japan. If 
tact no Westbound vessel, to contact Choshi, and Northbound to 
es. 9 roesaki Radio respectively. 
“Slugs available. 2x 1,100 h.p.; 1800 h.p. 
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BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship's Agent mainly by radio. 
Shore cranes 


Berth Length Depth Draft Capacity & pipelines 
(m.) (ms (m. 

North Quay 558 10.3 10.0 2x10,000 1x10 tons 

(No. 6, 7, 8) 1 unloader’ 

Dock Pier 90 8.5 8.2 1% 8,000 1x10 tons 
Dock Quay 421 8.5 8.2 2x 8,000 2 coal loaders 
Quay No. 5 91 10.7 10.0 1 8,000 1 coal loader 
New Quay No.5 68 10.7 10.0 1x 6,000 1 coal loader 


“One shore unloader at North Quay No. 8. Mainly used for vessels over 
5,000 d.w.t. 
STEVEDORES: At least 24 hours’ prior notice excluding Sundays and 
holidays required in order for Agent to arrange stevedores. Vessel must 
constantly keep her Agent advised of ETA. If stevedores cannot 
commence loading/unloading at time notified by the Agent, the orderers 
must pay for waiting time. If cargo gear not rigged on berthing, 
stevedores will do same for ship's crew at additional cost. Overtime 
surcharges 1700 — 1900hrs. 50% additional of basic stevedorage; 
2100 — 0500 hrs. next morning 130% additional; Sundays/holidays 
100% additional. 
MEDICAL: No advance notice required unless urgent. 
DENSITY: Average 1025 in Winter, 1020 in Summer, subject to weather 
and tide current. 
FRESH WATER: Available at wharf only. Delivery 20 t.p.h. — 25 t.p.h. 
FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 
Osaka Bay and Kanmon Port. At all other ports, bunkers will be lightered 
from the nearest bunker stock port, at maximum 7 days’ prior notice. 
CONSULS: No local representatives. Marine Note of Protest can be 
attended to by local notary public. 
REPAIRS: Minor repairs only. 
DRY DOCKS: See are 
GANGWAY/DECK WATCHMEN: Not specially required unless 
passengers or valuable cargo on board. 
OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches (according to charter party). If any time lost by ship's 
crew doing this work, stevedores charge ship for waiting. Recommend 
request stevedores for this work unless crew can complete it before 
berthing. 
CERTIFICATES: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear maintenance 
appears to be poor. 
CUSTOMS ALLOWANCES: Only allowed 60 cigarettes to take ashore 
but no spirits. 
SURVEYORS: (1) NKKK cargo inspectors available. (2) Lloyd's 
Register, American Bureau and Bureau Veritas in Miike. 
REPATRIATION: Possible. 
AIRPORT: Nearest airport is Fukuoka Airport, about 2 hours drive from 
Miike. Served by JAL, ANA, JAS and Cathay Airlines. 
TIME: GMT plus 9 hours. No alterations made to clocks during year. 
HOLIDAYS: 15th August and 1st January are stevedores holidays. 
POLICE/AMBULANCE/FIRE: Police 110, Ambulance/Fire 119. 

Public telephone booth available near the berth. 
TELEPHONES: No facilities for placing telephones on board. KDD 
Overseas public telephone booth in the port. 
STORING: See “Prelims”. 
. By truck. 
. Barge storing only when loading steel products. 
. Trucks can proceed alongside at berth. 
. Fork lift trucks available. 
. If any regulations in force agent will arrange documents. 

6. Only a few riggers available. Extra riggers come from Moji or Kobe. 
GARBAGE DISPOSAL: Not available. 
WASTE OIL DISPOSAL: Not available. 
SEAMAN’S CLUBS: None. 
CURRENCY: Japanese Yen (Y). 
SHORE LEAVE: Local Immigration Offices issue crew permit valid for 
only 15 days, but 15 days’ extension possible if ship stays longer. 
AUTHORITY: Miike Port Office, Mitsui Mining Co., Ltd., 1 Shinkomachi, 
Omuta, Fukuoka 836, Japan. Tel: (0944) 57-3131. Telex: 744405 
Omtmpo J. Cables: MPO Omuta. FAX: 0944-53-5914. Contact: Sadao 
Yufu, General Manager. 

Maritime Safety Agency, No.7 District Agency, 
Contact: Mr.Kousuke Noguchi, Port Captain. 


AGENT: Sub-agents of Aall Barwil Agencies. 

Green Shipping Ltd. Moji, c/o Mitsu Mining Co. Ltd., 1, Shinko-machi, 
Omuta City, Fukuoka Pref. 836, Japan. Tel: 0944-57-3135. Telex: 744- 
405 Omtmpo J. Fax: 0944-53-5914. Cables: Mpo Omuta. 
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Miike Office. 


MINAMATA: 32.11 N. 130.21 E. (See Plan) 


PORT LIMITS: The sea surrounded by the circular arc with a radius 
of 1,700m. centred upon Myojin-Zaki (Lat. 32°11'59”N., 
Long. 130° 22’ 30” E.), and the line from the point of Myojin-Zaki to 
Tsutsuwa-Zaki (Lat. 32° 10’ 50” N., Long. 130° 22’ 27” E.) and the coast. 
PILOTAGE: Not compulsory, inward or outward. Pilot station 
Lat. 32° 11’ N., Long. 130° 04’ E. (1 mile South of Toshima-Lighthouse 


of 

Ushibuka). (Acting also as an Agent for foreign vessels). Senko Co. Ltd., 
Minamata Branch, located at 2-34 Umedo-Cho 1-chome, Minamata City, 
Kumamoto Pref. Tel: 09666-3-4117. Telex: 764941 Senko J. 
ANCHORAGE: Within port limits. 

RESTRICTIONS: A Pilot is not available after dark for an outgoing vessel 
but around-the-clock for incoming vessels. Availability of pilot is 
dependent on the tidal conditions. 
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DOCUMENTS: When vessel arrives direct from a foreign port, Customs 
Officials will board to search, and the following documents are to be 
submitted: 

Ship's Register. 

International Tonnage Certificate. 

Voyage Memo (Ports of Call). 

3 Crew Lists, including Passport numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc., (only at first port of call in 
Japan). 

Ship’s Agents will prepare Inward/Outward Declaration, Cargo 
Manifest and Cargo Manifest in Transit, using specific forms. Therefore 
ship's ge sols should be provided with necessary information about 
details of cargoes in advance. 

MAX. SIZE: Max. d.w.t. 40,000 tons at anchorage — Length 190 m., 
depth 10.5 m. Max. d.w.t. 10,000 tons at Hyakken Wharf — Length 
220 m., depth 6.5 m. The tidal difference between high and low water 
st Meigen is 4.1 m. 

HEALTH: At first port of call in Japan, vessel must obtain Free Pratique. 
Quarantine Officers will attend vessel only from daylight to sunset, and 
Master to show all Vaccination Cards and Derat Exemption Certificate. 
In case vessel arrives from cholera infected area within 10 days, Master 
must advise crew and passengers’ health condition to respective 
Quarantine Office through ship’s Agent prior arrival, and close all soil 
pipes before entering port. 

Ordinary quarantine must be undertaken at the Minamata-Yatsushiro 
Branch Office of the Nagasaki Quarantine Station. Quarantine inspection 
will be carried out in position Lat. 32° 12’ 30” N., Long. 130° 20’ 40” E. 
This position is about 20 minutes by boat from the port. 

Radio Pratique available. Quarantine Office: Tel. 0966-62-4016. 
RADIO: Recommended that Master communicates with Agent through 
Choshi Radio or Nagasaki Radio, which cover all ports in Japan. 
Westbound vessels to contact Choshi Radio, and Northbound vessels 
to contact Nagasaki Radio respectively. 

VHF: Not available. 
TUGS: 2 tugs available. 1 x2,300 h.p. and 1200 h.p. Owned by Senko 


Co. Ltd. 
BERTHING: Hyakken Midori Pier: Length 220 m., depth 6.5 m. 

Also see “Developments”. 
CRANES: Not available. A vessel is required to use her own gear 
alongside the quay. 
STEVEDORES: At least 24 hours’ prior notice, excluding Sundays and 
holidays, required in order for Agent to arrange stevedores. Vessel must 
constantly keep her Agent advised of ETA. If stevedores cannot 
commence loading/unloading at time notified by the Agent, the orderers 
must pay for waiting time. If cargo gear not rigged on berthing, 
stevedores will do same for ship’s crew at additional cost. Overtime 
surcharges 1630 hrs. — 2130 hrs. 60% additional of basic stevedorage; 
2130 hrs. — 0500 hrs. next morning 130% additional; Sunday/holiday 
100% additional. Name of company: Senko Co.Ltd., Minamata Branch. 
MEDICAL: Advance notice required. 
FRESH WATER: Available from hydrant of Hyakken Midori Pier, rate 
approx. 150 — 200 t.p.h. 
CONSULS: None. Marine Note of Protest can be undertaken by local 
notary public. 
REPAIRS: Only minor repairs possible. 
DRY DOCKS: Not available. 
SURVEYORS: Will attend from Miike (N.K.K.K.). 
GANGWAY/DECK WATCHMEN: Not specially 
passengers or valuable cargo on board. 
OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches. If any time lost by ship’s crew doing this work, 
stevedores charge ship for waiting. Recommend request stevedores for 
this work, unless crew can complete it before berthing. 
CERTIFICATES: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificate 
sometimes required by stevedores, when cargo gear maintenance 
appears to be poor. 
CUSTOMS ALLOWANCES: Only allowed 60 cigarettes to take ashore, 
but no spirits. 
REPATRIATION: Minamata Branch Office of the Fukuoka Immigration 
Office arranges necessary repatriation. 
AIRPORT: Nearest is Kumamoto Airport, about 2 hours drive from 
Minamata. ANA and JAS for domestic service. 
TIME: GMT plus 9 hours. No alterations made to clocks during year. 
POLICE/AMBULANCE/FIRE: Police 110, Ambulance and Fire 119. The 
Minamata Police Station located at 2-4 Tenjin, Minamata City. 
Tel: 09666-3-2171. 

Minamata Fire Department, 523, Jinnai-Kitazono, Minamata City. 
Tel: 09666-3-1191. 
TELEPHONES: There are no arrangements for placing telephones on 
board. 
SHORE LEAVE: Local Immigration Offices issue shore passes valid for 
only 15 days, when Minamata is first port of call in Japan. Extension 
possible if ship stays longer. 
DELAYS: An incoming foreign vessel is to be given priority, but delays 
will be expected when the quay is occupied by vessels. 
DEVELOPMENTS: Hyakken New Wharves (7.5 m. and 10 m. depth) to 
be completed in 1993/94. 
AUTHORITY: Minamata Port Office, 2-21 Minatomachi, 3-Chome, 
Minamata City, Kumamoto Pref., Japan. Te/: 0966-63-2449. 


AGENT: Sub-agents of Aall Barwil Agencies. 

Green Shipping Ltd. Moji, c/o Senko Co. Ltd., Minamata Branch, 2- 
34, Umedo Cho, 1-chome, Minamata City, Kumamoto Pref., 867 Japan. 
Tel: 0966-63-4117/9. Telex: 7649-41 Senko J. Fax: 0966-63-2646. 
Cables: Senkomarine Minamata. 
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required, unless 


- 
Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, En 


MISHIMA-KAWANOE: 34.00 N. 133.30 E. (See, 


LOCATION: Located on central Southern coast of Setonaiks 
Sea), and on border of Ehime Prefecture and Kagawa Pretec." 
DOCUMENTS: 

Ship's Register. 

International Tonnage Certificate. 

Last Port Clearance. 

3 Voyage Memo (Last 3 months). 

5 Crew Lists, including Seaman's Book number and ©Xpiry dep 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, 
wrist-watch, radio, firearms/swords, etc., (only at first Port ofsg 
Japan). 

Ship's Agents will prepare Inward/Outward Declaration 
Manifest and Cargo Manifest in Transit, using specific forms, Th 
ship's Agents should be provided with necessary information 
details of cargoes in advance. 

PILOTAGE: Inland sea pilotage should preferably be arranged 
Agent by cable or telex, giving 72 hours notice. Urgent Corrections 
outside business hours should be cabled direct to pilot station 

Inland Sea Pilot Association covers all inland sea ports, 
compulsory for vessels over 10,000 g.r.t. Pilots obtained from 
two pilot stations, depending upon vessel's last port of departure» 
Master's discretion. Pilotage available throughout 24 hous , 
72 hours advance notice preferred, thereafter advising any 
Most inland sea pilots also act as harbour pilots up to berth or ancy, 
at destination. 

Note: VHF communication available with Inland Sea Pilot Statiog 

Also see “Shipmaster’s Report” before first port. 

1. Wadamisaki, at entrance to Kobe (vessels transiting Kii S 


=eanme SR OVWs Oot Daca mee wo woe «Ae CO BMS ASE 


Position Lat. 34° 34.09’ N., Long. 135° 07.54’ E. Telegraphic ap ‘ 
“Anjin Kobe”. I 
2. Sekisaki, 3 miles South of Sekisaki Lighthouse (vessels tray 5 
Bungo Channel). Position Lat. 33° 13’ N., Long. 131° 54’ E. T 5 
address “Anjin Moji”. In event of bad weather, recommends & 
vessels proceed for shelter as near as possible, having due ree 4 
safety, to Sekisaki Pilot Station. 6 
ANCHORAGES: Quarantine Anchorage Position: Lat. 33°594 4 
Long. 133° 31.36’ E. H 
RESTRICTIONS: Inland Sea (Setonaikai): r 
1. Akashi Strait and Bisan Seto: All vessels over 200 m. LOA \ 
navigate in Bisan Seto in daytime only, and also vessels over 4 ( 
LOA to have an escort boat when navigating in Akashi Strait andi, 
Seto respectively, in accordance with the Maritime Regua 5 
Permissible draft on arrival 16 m., but 12 m. on departure. E 
2. Kurushima Strait: Vessels over LOA 200m. shall navga 7 
Kurushima Strait at slack water in daylight, and vessels over LOAS 
on up to 300 m. to have an escort boat when navigating in Kun 
trait. 

The draft restrictions are as follows: The permissible draft iy. 
from 200 m. — 250 m. shall be less than 13.0 m., and LOA from& N 
— 300 m. shall be less than 11.0 m. 

Escort boat: 2 escort boats with VHF available. Max. speed 24 ? 
cruising speed 18 knots. o 
MAX. SIZE: s 

Approx. © 

Berth/Wharf Max. LOA Max. draft 

(m.) (m.) . 

Muramatsu No. 1 120 6.8 

Muramatsu No. 2 290 13.5 . 

Muramatsu No. 3 80 5.0 

Muramatsu No. 4 120 6.8 

Muramatsu No. 5 180 13.5 

Muramatsu No. 6 290 13.5 

Muramatsu No. 7 120 6.8 

Muramatsu No. 8 180 10.8 

Ohe No. 1 80 8.0 

Ohe No. 2 200 10.8 

Ohe No. 3 70 10.8 

Ohe No. 4 180 10.8 

Daio Dolphin 180 9.0 \ 
RADIO: Recommended that Master communicates with Agent™ . 
Choshi Radio or Nagasaki Radio, which cover all ports in 4 4 
Westbound vessels to contact Choshi Radio, and Northbound '® 9 
to contact Nagasaki Radio respectively. la 
BERTHING: No specific requirements. Pilot boarding time will be™ 
by ship's Agent mainly by telex. Berthing/unberthing not cam 
during hours of darkness. 

Berth Length Depth Max.Size Cargoes Ki 
(m.) (m.) (d.w.t.) Al 
Muramatsu No.1 260 A} 5,000x2 Paper, Pulp a 
Muramatsu No.2 350. = 15.0. 100,000x1_ Wood chips, * 
and Pulp. 
Muramatsu No.3 90 5.5 2,000x1 Paper and Put 
Muramatsu No.4 260 7.5 5,000x2 Paper, Pulp Rt 
Containers. _ de 
Muramatsu No.5 240 15.0  60,000x1 Wood chips. 
Paper and Pil 
Muramatsu No.6 350 15.0 100,000x1 Wood chips. (L 
Paper and P# " 
Muramatsu No.7 260 7.5 5,000x2 Paper, Pulp# 
Containers. 
Muramatsu No.8 240 12.0  30,000x1 Pulp. a 
Ohe No.1 110 9.0 3,000x1 Oil. M 
Ohe No.2 240 12.0  30,000x1 Wood chips © 
Ohe No.3 72 12.0 3,000x1 Coal. m 
Ohe No.4 220 12.0  30,000x1 Pulplogs & 
Daio Dolphin 180 8.0 10,000x1 Wood chips 


| 232° 33" 1g" 


TH: Radio Pratique available. At first port of call in Japan, vessel 
@'".. Free Pratique. Quarantine Officers will attend vessel only 
ns dayight to sunset. Master to show all Vaccination Cards and Derat 
ow *”, Certificate. In case vessel arrives from cholera infected area 

sodays, Master must advise crew and passengers’ health 
ip respective Quarantine Office, through ship's Agent, prior to 
son close all soil pipes before entering port. 

Lele tug available in Mishima-Kawanoe Harbour. Additional tugs 
68 gilable from other inland sea terminals. 
MORES: Stevedores available at all times for loading paper 
"aats and discharging raw materials. 
gnc: No advance notice required, except in an emergency. 
pst: The density is not affected by tide. 

WATER: Available at all berths. 
“s. Bunkers by lighter from Osaka, Mizushima, Tokuyama, or 
ie area. Advance notice required. 


@sSULS: None. ; F . : : ' 
@aRS: Only minor repairs possible. Daio Kaiun Ltd. provide repair 


Sio0cKS: None. 
CLOSING HATCHES: For discharging raw materials, 
gengclosing hatches must be carried out by ship's crew before 


STRICATES: Ship's Register to show Customs Inspector ship's 
ed gross and nett tonnages. Valid Cargo Gear Certificate 

eimes required by stevedores, when cargo gear maintenance 

gastobe poor. 

@ATRIATION: Possible. 

ORT: Nearest airports are at Takamatsu (80 km.) and Matsuyama 

yim), but Tokyo and/or Osaka are preferable, due to convenience 

snemational flights. 

¥: GMT plus 9 hours. No alterations made to clocks during year. 

INES: No arrangements for placing telephones on board. 

gNVICES: Hold cleaning. 

wRE LEAVE: Local Immigration Offices issue shore passes, valid 

tS days. 

|HORITY: Marine Safety Agency, Mishima-Kawanoe Branch Office, 

us Kamiya-Cho, lyimishima City, Ehime Pref., 799-04 Japan. 

0896) 24-4498. FAX: (0896) 24-4498. Contact: Takahisa Ishikawa, 

‘sour Master. 

(ENT: Sub-agents of Aall Barwil Agencies K.K. 

tesumi Paper: Marusumi Line Co.Ltd., 836, Kawanoe-cho, Kawanoe 

» Ehime Pref. 799-01, Japan. Tel: (0896) 56-0727. Telex: 5853-331 

tn J. Fax: (0896) 59-1007. Cables: Mline Kawanoe. 

ePaper: Daio Kaiun Ltd., 930-2, Muramatsu-cho, lyomishima City, 

one Pref, 799-04 Japan. Tel: (0896) 24-7365. Telex: 5853-345 

‘wp J. Fax: (0896) 24-1891. Cables: Taiokaiun Ehimemishima. 


WSUMI: 32.38 N. 130.27 E. (See Plan) 


“RT LIMITS: The sea surrounded by the line from Seto-no-hana to 
"ighthouse on Oyano Island, the line from Togasaki on the same 
#0 fo Daishiro-bana on Chizoku Island, the line from Daishiro-bana 
tUsagi-bana on Tobase Island, the line West to Tobase Bridge, and 
te coast. 
NCUMENTS: When vessel arrives direct from a foreign port, Customs 
a board to search, and the following documents are to be 
ibmitted: 
Sip's Register. 
“emational Tonnage Certificate. 
‘yyage Memo (Ports of Call). 
‘Uew Lists, including Passport numbers. 
!Passenger Lists. 
‘Stores List. 
‘Bil of Lading (only for discharge). 
declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
el radio, firearms/swords, etc., (only at first port of call in 
an). 
9s Agents will prepare Inward/Outward Declaration, Cargo 
®est and Cargo Manifest in Transit, using specific forms. Therefore, 
™s Agents should be provided with necessary information about 
®is of cargoes in advance. 
TAGE: Not compulsory for berthing or unberthing. Pilot station 
*g also as an Agent for foreign vessels). 
i Branch Office of the Nippon Tsuun K.K. located at Higashiko 1, 
m-machi, Uto-gun, Kumamoto Pref. Tel: 0964 (52) 3121/3125. 
umi Kaiun K.K. located at Higashiko 1, Misumi-machi, Uto-gun, 
Pe Pref. Tel: 0964 (52) 3562 or 3278. 
“HORAGES: Within port limits. 
“uth Quarantine Anchorage: 

Lat. 32° 33’ 18” N., Long. 130° 29’ 39” E. 

Quarantine Anchorage: 

rest 32° 37’ 39” N., Long. 130° 27’ 05” E. 

RICTIONS: A pilot is not available after dark, also his availability 
ily $ on the tidal conditions. 
la A, E: Maximum d.w.t. 15,000 tons from North entrance 

38'N., Long. 130° 27’ E.). 27,000 tons from South entrance 

N., Long. 130° 29’ 39” E.). The tidal difference between 

and low water is great (4 m). 

Pr at: Radio Pratique available. 

% iii Port of call in Japan, vessel must obtain Free Pratique. 
Vester ne Officers will only attend vessel from daylight to sunset. 
-. © show all Vaccination Cards and Derat Exemption Certificate. 
. vessel arrives from cholera infected area within 10 days, Master 
evant Se crew and passengers’ health condition to respective 
he bee Office through ship's Agent prior arrival, and close all soil 

Ore entering port. 


JAPAN 


RADIO: Recommended that Master communicates with Agent through 
Choshi Radio and Nagasaki Radio, which cover all ports in Japan. 
Westbound vessels to contact Choshi Radio, and Northbound vessels 
to contact Nagasaki Radio respectively. 

VHF: Not available. 

TUGS: 2 tugs owned by the Misumi Kaiun K.K., (11,100 h.p. and 


1x 400 h.p.). 

BERTHING: 
Quay Length Depth Capacity 
A 137 m. 8m. 8,000 g.r.t. 
B 160 m. 9m. 10,000 g.r.t. 


Cc 165 m. 9m. 10,000 g.r.t. 
CRANES: Nippon Tsuun owns 1 shore crane with capacity 65 tons. 
papas Kaiun owns 3 shore cranes with capacities 37 tons, 45 tons and 
tons. 
Vessels are sometimes required to do so, at the time of loading and 
discharging. 
STEVEDORES: At least 24 hours’ prior notice, excluding Sundays and 
holidays, required in order for Agent to arrange stevedores. Vessel must 
constantly keep her Agent advised of ETA. If stevedroes cannot 
commence loading/unloading at time notified by the Agent, the orderers 
must pay for waiting time. If cargo gear not rigged on berthing, 
stevedores will do same for ship's crew at additional cost. Overtime 
surcharges 1630 hrs. — 2120 hrs. 60% additional of basic stevedorage; 
2130 hrs. — 0500 hrs. next morning 130% additional; Sunday/holiday 
100% additional. 
MEDICAL: No advance notice required, unless urgent. 
FRESH WATER: Available from the water supply facilities operated by 
the Kumamoto Prefecture. 
FUEL: Not available. 
CONSULS: None. 
REPAIRS: Only light repairs possible. 
DRY DOCKS: Small docks for less than 1,000 tons. 
SURVEYORS: Available. 
GANGWAY/DECK WATCHMEN: Not specially 
passengers or valuable cargo on board. 
OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches. If any time lost by ship's crew doing this work, 
stevedores charge ship for waiting. Recommend request stevedores for 
this work, unless crew can complete it before berthing. 
CERTIFICATES: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificate 
sometimes required by stevedores, when cargo gear maintenance 
appears to be poor. 
CUSTOMS ALLOWANCES: Only allowed 60 cigarettes to take ashore, 
but no spirits. 
REPATRIATION: Possible. Kumamoto Branch Office of the Fukuoka 
Immigration Office arranges necessary repatriation. 
AIRPORT: Nearest is Kumamoto Airport, about 60 km. It is only served 
by domestic airlines to Tokyo, Osaka, and other Japanese airports. 
TIME: GMT plus 9 hours. No alterations made to clocks during year. 
POLICE/AMBULANCE/FIRE: Police 110, Ambulance/Fire 119. The 
Oyano Police Station Misumi Police Box located at Higashiko, Misumi- 
machi, Uto-gun, Kumamoto Pref. Tel: 0964-52-3110. Nishi Branch 
Station of UKI Fire Department located at Nakamura, Misumi-machi, 
Uto-gun, Kumamoto Pref. Tel: 0964-52-2222. 
EMERGENCY CO-ORDINATION CENTRE: Misumi Kaijo Haonbu 
(Misumi Maritime Safety Office) Tel: 09645 (2) 3103. 
een: There are no arrangements for placing telephone on 
ard. 
STORING: Trucks may proceed alongside. Fork lift trucks not available. 
Contact Agent if riggers required. 
SHORE LEAVE: Local Immigration Offices issue shore passes, valid 
for only 15 days, when Misumi is first port of call in Japan. Extension 
possible if ship stays longer. 
DELAYS: Delays will be expected when quays are occupied by vessels 
or a Pilot cannot go on board because of the tidal conditions. 
AUTHORITY: Misumi Port Office of the Kumamoto Prefecture, 1160 — 
39, Oaza Misumiura, Misumi-machi, Uto-gun, Kumamoto Pref. 
Tel: 0964-52-2079. Contact: Port Director. 


AGENT: Sub-agents of Aall Barwil Agencies. 

Green Shipping Ltd., Moji, c/o Nippon Express Co.Ltd., Misumi 
Branch, 1159 Misumi Ura Oaza, Misumi-machi, Uto-Gun, Kumamoto 
Pref., 869-32 Japan. Tel: (0964) 52-3121. Telex: 766993 Nexmis J. 
Fax: (0964) 52-3125. Cables: Nexco Misumi. 


required, unless 


MITSUKOJIMA: 34.11 N. 132.31 E. 
Port Status: Closed Port. 


DOCUMENTS: 

Ship's Register. 

International Tonnage Certificate. 

Last Ports Clearance. 

Declaration Inward/Outward of Vessel (Agent will prepare). 

5 copies Port of Call List. 

6 copies Crew Manifest. 

6 copies Passenger List. 

1 copy List of Ship's Stores. 

1 copy Declaration of Crew's Baggage. 

Cargo Manifest (Agent will prepare). 

1 copy Maritime Declaration of Health. 
Customs Formalities: Formalities are to be carried out at ship's last port 
of call in Japan or Kure Port for entering Mitsukojima (Closed Port), prior 
to proceeding Mitsukojima Port. 


(See Plan) 


at 


PILOTAGE: Inland sea pilotage should preferably be arranged through 
Agent, by cable via Nagasaki/Choshi Radio, giving 72 hours notice. 
Urgent correction of ETA outside business hours should be cabled direct 
to pilot station. 

Inland Sea Pilot Association covers all inland sea ports. 

Inland Sea Pilot boards at the following positions: 

1. Vessels transiting Bungo Channel: Inland Sea Pilot boards at 
Sekisaki Pilot Station (33° 13’ N., 131° 56' E.). Telegraphic address 
“Anjin Saganoseki”’. 

2. Vessels transiting Kanmon Strait: Kanmon Strait Pilot boards at 
Mutsure Pilot Station (33°59.5’N., 130° 52.6’ E.) (compulsory for 
vessels over 10,000 g.r.t.). Telegraphic address “Kanmon Pilot Moji’. 
Inland Sea Pilot boards at Hesaki Pilot Station (33° 58.0'N., 
131° 01.1’ E.). Telegraphic address “Anjin Moji’. 

Note: VHF communication with pilot station available as follows: 


Call/Answer Communication 
Name of Station Channel Channel 
Oita Port Radio 
(for Sekisaki) 16 14 
Shimonoseki Port Radio 
(for Mutsure). 16 14 


3. Most Inland Sea Pilots also act as harbour pilots up to berth or 
anchorage at destination. If vessel only requires harbour pilot, harbour 
pilot boards at Kure Quarantine Anchorage. 

ANCHORAGES: No anchorage at Mitsukojima. 

Vessel is able to anchor off Kure Port, if it arrives at night-time, or if 
berth is occupied by preceeding vessel. Depth is 20 m. 
RESTRICTIONS: Berthing/unberthing from one hour after sunrise to one 
hour before sunset. 

A portion of Nasami Strait (Hiroshima Bay) has a depth of 17.0 m. 
The Maritime Safety Agency request bottom clearance 10% of ship's 
draft plus 50 cm. 

In the following cases, Inland Sea Pilot and Maritime Safety Agency 
request escort tug boat at Nasami Strait: 

1. Tankers (over 50,000 d.w.t.), if vessel loaded with dangerous 
cargo. 

2. Large vessels (LOA over 250 m.). 

3. If vessel's draft over 15.0 m. 

MAX. SIZE: LOA 303.59 m., 156,649 d.w.t., draft 17.40 m. (as per tidal 
condition). 


HEALTH: At first port of call in Japan, vessel must obtain Free Pratique. 


Radio Pratique is available. 

If vessel has no Japanese Sanitary Inspection Certificate, ordinary 
quarantine procedure takes place at Kure Quarantine Anchorage. 
RADIO: Recommend that Master communicates with Agent through 
Choshi Radio or Nagasaki Radio, which cover all ports in Japan. 
Communication available with Agent, if vessel equipped with telex. 
VHF: Hiroshima Port Radio on Channels 11, 12, 14 and 16. 

RADAR: No radar station at Mitsukojima. 
TUGS: Available from 2,600 h.p. to 3,300 h.p. 

Normally tugs join off Kure Port, and usually tug’s line used without 
extra charge. 

BERTHING: Berthing/unberthing from one hour after sunrise to one hour 
before sunset. 

Name of Wharf: Mitsukojima Wharf (private wharf). 

Cargo: Salt. 

Length/Depth: 192 m./17.0 m. 

Permissible Draft/LOA: 16.5 m./303.59 m., draft of 17.4 m. available, 
depending on tidal conditions. 

Capacity: 76,000 g.r.t. 

CRANES: No cranes at Mitsukojima. Floating cranes (lifting capacity 
from 100 tonnes to 300 tonnes) are available from Kure or Hiroshima. 
BULK CARGO FACILITIES: See “Berthing”. 

Discharge is by vessel's belt conveyor. 

SPECIALISED CARGO HANDLING FACILITIES: None. 

BRIDGES: No bridge restriction at Mitsukojima (Hiroshima Bay area). 
STEVEDORES: Discharging of salt is on “Free in/out” basis. Therefore 
stevedorage is to receiver's account. 

TANKERS: No facilities. 

MEDICAL: No advance notice required, except after office hours, 
Sundays and holidays. Vaccination against cholera available. 
DENSITY: 1023. 

FRESH WATER: Available by water barge (capacity 330 tonnes) from 
Hiroshima port, 3 days’ advance notice required. 

Cost per tonne: 

(1) Daytime of weekday Yen 1,000/tonne, overtime Yen 1,500/tonne. 

(2) Daytime on Sundays/holidays Yen 1,500/tonne, overtime 
Yen 2,000/tonne. 

FUEL: Most grades of domestic and bonded oil are available by barge 
with 3 days advance notice. 

CONSULS: None. 

REPAIRS: Minor repairs possible (attend from Kure or Hiroshima). 
DRY DOCKS: No dry docks available (available at Kure port). 
SURVEYORS: Cargo inspection is available (attend from Kure). Name 
of surveyors: Japan Marine Surveyor & Sworn Measurers Association, 
and New Japan Surveyors and Sworn Measurers Association. 

Registration surveys are available (attend from Kure). Name of 
surveyors: Lloyd's Register of Shipping, American Bureau of Shipping. 
GANGWAY/DECK WATCHMEN: Not required. 

HATCHES: Opening/closing by crew. 

CUSTOMS ALLOWANCES: Allowed 60 cigarettes only. 

CARGO GEAR: No shore cranes at Mitsukojima port. Discharge is by 
vessel's belt conveyor. 

REPATRIATION: Possible. 

AIRPORT: Hiroshima Airport, distance from Kure approximately 35 km. 
Hiroshima/Tokyo (Haneda Airport), 11 flights per day (domestic airline). 

Hiroshima/Seoul, 7 flights per week (international airlines). 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 
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- 
Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Er, 


HOLIDAYS: Working possible on Sundays and national Nolidays 
New Year's Holidays (1st, 2nd and 3rd January). & 
POLICE/AMBULANCE/FIRE: Police Station (emergency 
Ambulance/Fire 119; or Kure Maritime Safety Agency (See bel, 
EMERGENCY CO-ORDINATION CENTRE: Kure Maritime 
ency. Tel: 0823-21-01 10. % 
TELEPHONES: No arrangements for placing telephones on bose 
SERVICES: All navigation apparatus can be serviced as require, 
2 days advance notice. / 
BANKS: Hiroshima Bank, Kure Branch, 5-4, Hondori 3-chom. 
Japan. Tel: 0823-21-5141. Fax: 0823-24-5575. ‘ 
Sumitomo Bank, Kure Branch, 1-14, Hondori 2-chome, Kure 
Tel: 0823-22-4921. Fax: 0823-21-0724. ® 
STORING: See “Prelims”. 
. Ship's stores loaded by barge. 
Available for loading ship's stores during discharging Cary, 
Trucks cannot proceed alongside at the berth due to Mitsucy 
being an island. 
Cannot use forklift trucks at berth (usually loading ship's » 
direct to vessel by ship's crane). 
Must obtain Customs Clearance before loading ship's stor 
. Available to employ riggers to assist with storing. 
SHIP SUPPLY SERVICE: Makino Shipchandler, 5-1, Hondori jp 
Kure, Japan. Tel: 0823-21-4443. Fax: 0823-21-4899. 
No craft or helicopters at Mitsukojima port. 
SHORE LEAVE: Kure Immigration Officers issue shore passes j, 
members have valid passports or Seaman's Books. 
REGULATIONS: Normal port regulations. 
DELAYS: If vessel arrives at night-time, vessel must wait at anc», 
GENERAL: Mitsukojima is a local port, which makes it difficult toa» 
all requirements. At least 3 days notice required for most servicg 
AUTHORITY: Mitsukojima Transshipment Co.Ltd., 24-1, Tonge 
chome, Ondo-Cho, Akigun, Hiroshima Pref., Japan. Tel: 0823-527 


AGENT: ate of Aall Barwil Agencies. 

Naigai Unyu Co.Ltd., 1-7, Nakadori 1-chome, Kure, Hiroshime? 
737 Japan. Tel: 0823-21-4952. Telex: 662340 Naigai J. Fax: 0s 
3728. Cables: Naigai Kure. 


On B ONS 


MIYAKO: 39.39 N. 141.58 E. 


DOCUMENTS: 
For Quarantine 

1 Statement by Ship's Master. 

1 Crew List. 

1 Passenger List (if any). 

Yellow cards for all. 

1 Derat Certificate. 
For Immigration 

1 Declaration of Inward Vessel. 

Passport or Seamen's Book for all. 

1 Crew List. 

1 Application for shore pass. 
For Customs 

1 Last Port Clearance. 

1 Declaration of Inward Vessel. 

1 Crew List. 

1 List of Crew's Baggage. 

1 List of Ship's Store. 

2 Cargo Manifest (Discharging). 

1 Cargo Manifest (Through). 

1 Certificate of Ship's Registry. 
For Port Management Office 

1 Declaration of Inward Vessel. 
For Maritime Safety Base 

1 Declaration of Inward Vessel. 

1 Crew List. 

1 Cargo Manifest (Discharging). 

1 Cargo Manifest (Through). 

Above documents to be prepared by Master before arrival. 

Master to telegraph ETA and crew's health condition die 
Quarantine Miyako before arrival. 
PILOTAGE: Not compulsory, but arrangeable at the Masters 
Pilot ordinarily boards at/around Quarantine anchorage, also 
boarding at the Master's request at outer harbour which post 
Heisaki light Northward 1.5 miles (Lat. 39° 40.5’ N., Long. 142 12 
ANCHORAGES: Quarantine anchorage located at Lat. 39° 378 
Long. 141° 59.3’ E. Depth 16 m. — 22 m. Bottom mud and sand. 0? 
breakwater, care should be taken not to foul fishing nets. 

Depth in inner anchorage 12 m. — 15m. 
RESTRICTIONS: Night entry and departure permitted su 
weather conditions. 
MAX. SIZE: Draft 12 m. and LOA 240 m., breadth no restricto® 

Also see “Berthing”’. 
HEALTH: Radio Pratique available. Formalities carried © 
anchorage. 
RADIO: Recommended Master communicates with Agent ‘ 
Choshi Radio or Nagasaki Radio which cover all ports © 
Westbound vessel, via Choshi Radio, and Northbound via 
Radio. 
TUGS: Normally join vessel on passage from anchorage. Tat 
used. One tug available 2,400 h.p. Additional tugs av 
Kamaishi. 
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Y | 
sHiNG: No specific requirements. Pilot boarding time will be notified 
J oo Agent mainly by radio. 


Max.LOA  Max.Draft Capacity 

e | # (m.) (m.) (d.w.t.) 

: art 

iw 260 7.5 2x5,000 
53 240 12.0 30,000 
£4 180 4.5 2700 
el « 130 TiS 5,000 
a 130 if 5,000 
Rl oe 180 10.0 15,000 
3.9 555 10.0 20,000 
Rl 60 390 75 5,000 
(under construction) 
HY 270 13.0 40,000 


(under construction) 
4/E00RES: At least 24 hours' prior notice excluding Sundays and 
“ays required in order for Agent to arrange stevedores. Vessel must 
“ently Keep her Agent advised of ETA. If stevedores cannot 

® ence loading/unloading at time notified by the Agent, the orderers 
~¢ pay for waiting time. If cargo gear not rigged on berthing, 
aeores will do same for ship's crew at additional cost. Overtime 
yoarges 1700 — 1900 hrs. 50% additional of basic stevedorage; 2100 
*| “gohrs. next morning 130% additional; Sundays/holidays 60% 


I. 
SCA: No advance notice required unless urgent. 
| MKERS: No facilities. 
: Average 1019. 
@SH WATER: Available from wharf about 50 t.p.h. but no water 
a In case vessel urgently requires water at anchorage, tug-boat 
eogeable for this purpose. 
2 | Domestic oil is available; Bonded oil will be brought from Tokyo 
dai, when required. 
(NSULS: None. 
@AIRS: Minor deck and engine repairs available. 
| | syDOCKS: None. 
» yGWAY/DECK WATCHMEN: Not especially required unless 
asngers or valuable cargo on board. 
#:NINGICLOSING HATCHES: Stevedores carry out opening and 
ng hatches. If any time lost by ship's crew doing this work, 
esores charge ship for waiting. Recommended request stevedores 
ets work unless crew can complete it before berthing. 
STIFICATES: Ship's Register, Valid Cargo Gear Certificates 
mtimes required by stevedores when cargo gear maintenance 


mars to be poor. 

\s10MS ALLOWANCES: 60 cigarettes to take ashore but no spirits. 
| ®PATRIATION: Possible. 

PORT: Hanamaki Airport distant 150 km. from Miyako (2.5 hours by 

# | flight between Hanamaki/Tokyo Monday/Thursday/ Friday and 

day and 2 flights Tuesday/Wednesday and Sunday by Toa 

imestic Air Lines (TDA). 

':: GMT plus 9 hours. No alterations made to clocks during year. 

NUCEAAMBULANCE/FIRE: Police 62-5011 (Headquarters) and 62- 

iY (Water Police Station); Ambulance 119; Fire 119. 

'REPHONES: No facilities for placing telephones on board. 

KRVICES: Surveyor, Tally, Hold cleaning, Tank cleaning. 

WORE LEAVE: Local Immigration Office issues shore pass valid for 

"3 days; 3 days’ extension possible if ship stays longer. If vessel 

ie longer stay in port on arrival, Immigration can issue shore pass 

u9 days. 

#NERAL: Discharging ex-gearless vessel at wharf not possible as no 

ive crane for discharge. 

“HORITY: Miyako Port Administration Office, 

‘vome, Miyako City, lwate Pref. Te/: (0193) 62-1471. 


SENT: Sub-agents of Aall Barwil Agencies. 

Yshyuya Kaisoten, 64-67, Fujiwara 3-chome, Miyako City, Iwate 
© 027, Japan. Tel: (0193) 62-3688. Telex: 8344-08 Koun J. 
# (0193) 62-4755. Cables: Marushime Miyako. 


114, Fujiwara 


WAZU: 35.32 N. 135.12 E. 


| SCUMENTS: 
| Ship's Register (and International Tonnage Certificate, if Register 
#| %85 not show gross and nett tonnages). 

2st Port Clearance. 

i grew Lists, including Passport numbers. 
*) ?fassenger Lists. 

2Stores Lists. 

nigeeatations of Crew Baggage. 

Wo E: Not compulsory. Pilots board at Kurosaki Anchorage. 
J BT SRAGES: See “Plan”. 

 RICTIONS: Draft limitation in the channel is about 10.0 m. 
lemigg 'S only allowed during daytime. Unberthing and sailing is 
j ible at night-time, subject to advance notice (and pilot's consent 
RALTH. a pilot). 
+1 era Neither Radio Pratique or ordinary quarantine inspection are 
+ | ih €n at Miyazu, so quarantine must be granted at a way port, 

Nes. aizuru or Moji. 

°3x330 h.p., 1x80 h.p. and 1x50 h.p. 


(See Plan) 


JAPAN 
BERTHING: 
Permissible Shore Cranes 
Name of Berth Length Depth Draft/LOA Capacity & Pipelines 
(m.) — (m.) (m.) (g.r-t.) 

Wharf No.2 210 5.3 5.0/100 1,000 1x2 tons 
Tsuruga Whart 140 5.0 5.0/100 500 
Anchorage 

Section 1 13.0/14.0 15,000 

Section 2 14.0 (Not used at present) 
Buoy No.1 12.0 


STEVEDORES: Working hours: 0830 hrs. — 1630 hrs. 
FRESH WATER: Available by barge at 160 tonnes/hr. 
FUEL: Bonded oils available from Moji. 

GENERAL: /mmigration: The authorities come from Maizuru. 
Lightering: Not possible. 

Shipchandlers: Provisions obtainable. 


AGENT: Sub-agents of Aall Barwil Agencies. 
Miyazu Koun Co.Ltd., 2160-9, Aza Tsuruga, Miyazu City, Kyoto 626, 
Japan. Tel: (0772) 22-3236. Fax: (0772) 22-3238. Cables: Koun Miyazu. 


MIZUSHIMA: 34.31 N. 133.45 E. 


DOCUMENTS: 

Ship's Register (Certificate of Nationality). 

International Tonnage Certificate. 

Last Port Clearance. 

6 Crew Lists including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

2 Ports of Call Lists (Last 3 months). 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship’s Agent will prepare Inward/Outward Declaration, 1 Cargo 
Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship's Agent should be provided with necessary information about details 
of cargoes in advance. 

PILOTAGE: (a) Osaka Bay pilotage should preferably be arranged 
through Agent by cable via Nagasaki Radio or Inmarsat telex, giving 
72 hours’ notice. Urgent correction of ETA outside business hours should 
be cabled direct to pilot station. Pilotage compulsory for vessels over 
10,000 g.r.t. Pilotage available throughout 24 hours and 72 hours’ 
advance notice preferred, thereafter advising any alterations. 

Note: VHF communication available with Osaka Bay Pilot Station by 
calling “Bay Pilot Kobe” through Channel16 (Telex 5622617 
Baykobe J). 

Position of pilot station: Lat. 34° 10’ 00” N., Long. 135° 00’ 00” E., 
7 miles off South of Topmogashima Lighthouse. 

(b) Inland sea pilotage should preferably by arranged through Agent 
by cable via Nagasaki Radio or Inmarsat telex, giving 72 hours notice. 
Urgent correction same as Osaka Bay Pilot. Inland Sea Pilot Association 
covers all inland sea ports. Pilotage is compulsory for vessels over 
10,000 g.r.t. Pilots available at one of 3 pilot stations, depending on 
vessel's last port of departure, and at Master's discretion. Pilotage 
available throughout 24 hours, and 72 hours’ advance notice prefered, 
thereafter advising any alterations. Most inland sea pilots also act as 
harbour pilots up to berth or anchorage at destination. 

Note: VHF communication available with Inland Sea Pilot Station via 
Kobe Port Radio by Channel 16. 

1. Wadamisaki, at entrance to Kobe (vessel transiting Kii Straits). 
Position Lat. 34° 37’ 50” N., Long. 135° 10’ 00” E. Telegraphic address 
“Anjin Kobe”. Telex: 5623011 Anjin J. 

2. Sekisaki, 3 miles South of Sekisaki Lighthouse (vessel transiting 
Bungo Channel). Position Lat. 33° 13' 00" N., Long. 131° 56’ 00” E. 
Telex: 751345 Anjin J. 

In event of bad weather, recommended vessels proceed for shelter 
as near as possible, having due regard to safety, to Sekisaki Pilot 
Station. 

3. Hesaki, at East side of Kanmon (Shimoneseki) Straits. Position 
Lat. 33° 56’ 24” N., Long. 131° 03’ 12” E. Telex: 715303 Anjin J. 

(c) There is a draft/LOA restriction for passing Kurushima Channel, 
which is located between Sekisaki/Hesaki and Mizushima, as follows: 

Max. LOA is 285 m. for tankers and 300 m. for cargo vessels. 

Max. allowable draft is: 

For tankers of LOA less than 230 m.: 12 m. 
285 m.: 11 m. 
For cargo vessels of LOA less than 250 m.: 13 m. 
300 m.: 11 m. 

Tidal restriction is also applied at Kurushima for vessels of LOA more 
than 200 m.., i.e. such vessel is forced to transit Kurushima with following 
current of less than 3 knots. 

(d) Harbour Pilot: Pilots of the Inland Sea Pilots Association are also 

employed for this pilotage, if required, and pilot boards at Mizushima 
Quarantine Anchorage (Lat. 34° 26’ 30”N., Long. 133° 34’ 30” E., 
approximate centre position of quarantine area). However, if an Inland 
Sea Pilot is employed at the above mentioned pilot station, the same 
pilot acts for Harbour Pilotage. 
ANCHORAGES: Anchorages inside Mizushima port available only for 
vessels of 3,000 g.r.t. or less. Mizushima Quarantine Anchorage is 
located outside of Mizushima port and, being treated as “Closed Port’, 
i.e. non-open port, is allowed use by vessels of less than 50,000 d.w.t. 
and LOA less than 200 m. Other large vessels waiting for berthing can 
anchor off Kobe with depth 43 m. — 47 m., under approval of MSA Kobe, 
for limited period, i.e. maximum period of 6 hours for tankers and a 
maximum of 3 days for cargo vessels. 


(See Plan) 
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RESTRICTIONS: (a) Entering and departing from port shall be in 
accordance with instructions to be given by Signal Station. 

(b) No restriction imposed upon entering or leaving port during night- 
time, nevertheless such movements are next to impossible in 
consideration of the nature of the structures of the port. In addition Pilots 
refuse to board during night-time. 

(c) Tidal restriction is applied for passing Mizushima Traffic Route by 
pilots as follows: 

D.w.t. less than 30,000 : Any time 

D.w.t. 30,000 — 50,000 : 2.0 hours either side of slack water. 

D.w.t. 50,000 — 100,000 : 1.0 hour either side of slack water. 

D.w.t. more than : 0.5 hour either side of slack water. 
100,000 

Draft restriction is also applied for passing Mizushima Traffic Route, 
especially super-size vessels with deep draft (14.5 m. or more) can enter 
only with high water. 10% of draft plus 0.5 m. of UKC is required basis 
depth 16.00 m. Height of tide can be added. 


MAX. SIZE: See “Berthing”. 


HEALTH: Radio Pratique available. Formailities will be carried out at 
Quarantine Anchorage — Lat. 34° 26’ N., Long. 133° 44’ E. 


RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which covers all ports in Japan. 
If specifically Westbound vessel to contact Choshi and Northbound to 
contact Nagasaki Radio respectiveiy. 


TUGS: Tugs normally join the vessel at the Quarantine Anchorage area. 
Usually tug's lines used free of charge. 


BERTHING: 
Max. Max. Max. safe Discharging Discharge rate per 
d.w.t. LOA oraft facilities hour/gang or unit 
Coal, Iron Ore and Scrap 
(A) Tokyo Seitetsu 
(i) A Berth — 215 m. 
210m. 11.0m. Shore cranes Scrap 250 tons 


1x23 t..2«15t. Pig Iron 300 tons 


(ii) B and C Berths — 300 m. 
20,000 


150m.x 2 9.5m. Shore cranes Loading 
2x10 t.,1x30t. 
(B) Kawasaki Stee/ Corp., Mitzushima Works 
C Berth — 690 m. 
210 m. 11.0 m. Shore cranes Loading 
8X 23-28 t. 
Takahashi-gawa Berth — 850 m. 
210m. 11.0 m. Shore cranes Loading 
5x 15-35 t. 
D Berth — 220 m. 
30,000 No limit 11.5 m. Shore crane Loading/unloading 
1x15 t. various cargoes 
E Berth — 660 m. 
240,000 325 m. 16.5 m. 4x750 t. Iron ore 
Coal 
F Berth — 320 m. 
240,000 325 m. 16.5 m. 
D Berth — 263 m. 
135,000 315 m. 16.5 m. 2x750t. Coal 
Grain 


(A) Nishi Nihon Grain Centre Mizushima Works 
Nishinihon Wharf (Dolphin) 


Panamax 165 m. 11.99 m. Pneumatic 400 tons per unit 
unloader x 2 
Simporter = 1 800 tons 
(B) Seto Futo Co. Ltd. 
Seto Futo 
76,000 261 m. 12.35 m. Pneumatic 400 tons per unit 
unloader x 1 
Level luffing 500 tons per unit 
cranex2 
Silo capacity 
21,000 tons 
General 
(C) Nishi-Futo 
(i) 1 berth 
23,000 185 m. 10.0 m. Ship's gear Motor vehicles, 
CKD, Concrete 
(ii) 2 berth piles, Chemical 
5 0,000 130 m. 9.0 m. Ship's gear products, etc. 
it 


(A) Mitsubishi Oil Co Ltd., Mizushima Refinery 
(i) No 5 Pier (Dolphin) 


70,000 No limit 12.0 m. Crude oil 12 in.x1 2,500 tons 
Fuel oil 12 in.x1 1,000 tons 
Naphtha 12in.x1 1,700 tons 
Kerosine/Gas 

oil 12 in. x1 1,200 tons 

(ii) No. 6 Pier (Dolphin) 

240,000 324 m. 16.5m. Crude oil 12 in.x4 10,000 tons 
Naphtha 12 in.x1 2,800 tons 

(B) Nippon Mining Co. Ltd., Mizushima Refinery 

(i) No. 1 Pier (Dolphin) 

69,000 250 m. 13.0 m. Crude oil 12 in.x2 4,000 tons 
Fuel oil 12 in. x1 1,500 tons 
Naphtha 12in.x1 1,200 tons 

(ii) No. 2 Pier (Dolphin) 

240,000 324 m. 16.5 m. Crude oil 12in.x4 8,000 tons 
LPG 12in.x2 900 tons 
Fuel oil 12 in.x1 1,500 tons 
Naphtha 12 in.x1 1,500 tons 

(C) Asahi Kasei K.K. Mizushima Works 

C-8 Pier (Dolphin) 

18,270 155 m. 7.9m. Chemical 100/200 tons 
(vapour line 
4in.x1) 
(cargo line 
6 in. x1) 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Erp, 


STEVEDORES: At least 24 hours’ prior notice excluding Sunde, 
holidays required in order for Agent to arrange stevedores. Ves 
constantly keep her Agent advised of ETA. If stev 
commence loading/unloading at time notified by the Agent, the 
must pay for waiting time. If cargo gear not rigged on om 
stevedores will do same for ship's crew at additional cost, 
surcharges 1630 hrs. — 2130 hrs. 60% additional of basic Steves, 
2130 hrs. — 0830 hrs. next morning, unacceptable in principle. 
holidays 60% additional. Sve 
MEDICAL: No advance notice required unless urgent. 
TANKERS: See “Berthing”. 
DENSITY: Entrance channel Summer average 1020, Winter 
1023. Harbour channel Summer average 1019, Winter aver, 
FRESH WATER: Available at berth, ex-pipeline. Average delve, 
20 k/t/hour. Water barges available, sent from Sakaide. Delve, 
approximately 50 k/tons per hour. ' 
FUEL: Most grades available. 
FIRE PRECAUTIONS: (a) Whenever necessary to repair Vesse 
rule of “Strictly and Completely No Fire" is to be observed. (b) Toy 
sufficiently powered tugboat alongside vessel at all times When ey 
is under repair. (c) A written pledge to be submitted to Oil 
promising to take full responsibility and to pay full indemnity bys 
Owners (in case of repairing vessel) if any accident has ocoyny 
fault of the vessel. 
CONSULS: No consul available, but Marine Note of Protest 
attested by the local notary public. 
REPAIRS: All types of deck and engine repairs possible by» 
Shipbuilding and Engineering Co. Ltd., Tamano Works. Minor 
possible by Nojima Senpaku Co. Ltd., Mizushima Works. 
DRY DOCKS: Sanoyasu Dockyard Co. Ltd., Mizushima Shipa 
Dimensions of longest drydock. Length 630 m., width 63 m., depths 
Mitsui Shipbuilding and Engineering Co. Ltd., Tamano Dock: 
Dock No. 1: 175m. x 81m. x 11.5m. 
Dock No. 2: 282 m. x 57m. x 23m. 
Dock No. 3: 210 m. x 31m. x 10.9 m. 
GANGWAY/DECK WATCHMEN: Not 
passengers or valuable cargo on board. 
OPENING/CLOSING HATCHES: Stevedores carry out opening 
closing hatches. If any time lost by ship's crew doing this) 
stevedores charge ship for waiting. Recommend request stevedor 
this work unless crew can complete it before berthing. 
CERTIFICATES: Ship's Register and International Tonnage Ceri 
if onboard, to show Customs Inspector ship's registered gross ant 
tonnages. Valid Cargo Gear Certificates sometimes requis 
stevedores when cargo gears maintenance appears to be poor. 


CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take a 
but no spirits. 


AIRPORT: Okayama Airport is the nearest from Mizushima, ds 
approximately 50 km. and takes about 1 hour by car. Domestic 1 
airlines to Tokyo available, 4 flights a day, and international 
airlines available to Seoul, 4 flights a week, on Monday, Wednes 
Friday and Saturday. 


TIME: GMT plus 9 hours. No alterations made to clocks during # 
POLICE/AMBULANCE/FIRE: Police 110; Ambulance 119; Fire” 
TELEPHONES: No telephone installation service on board. 


SERVICES: All navigational apparatus can be served, as requ 
but technicians are to be sent from Kobe. 


SHORE LEAVE: Local Immigration Offices issue shore pass vat 
7 days for one port call or 15 days for more than 2 port calls, exit 
possible if ship stays longer. 


REGULATIONS: Quarantine Anchorage is outside harbour ® 
therefore (a) no persons allowed ashore from this anchorage, 
supplies permitted to vessels and, (c) No Agency services availa? 


FFF eS 


as 


specially required » 


REPORT: (Ship's Agent) 1984 (Updated 1992). 

As you are aware, a vessel over 200 m. in length or 50,000 ¢* 
not allowed to anchor off Mizushima whilst waiting for a berth of 
purposes as the space in the Roads is narrow. Therefore, if a 0® 
not available at the expected time of ship's arrival, the ship has toa 
off Kobe, which is the nearest available place to wait for berthing! 
However, anchoring period is limited to 3 days for cargo vesses 
6 hours for tankers. During vessel's stay in Kobe Roads, qua 
service from Kobe Quarantine Station is not available except’ 


zo 


Geet oe ee a es ee 


emergency as this service is available at Mizushima. The Customs? # 


which requires payment of tonnage dues is not made at ® 


Furthermore, if time for waiting berth is longer than period allow _ 


stay off Kobe, a vessel is obliged to drift in open sea, keeping 
miles off coast (normally off Kii Suido, but at Master's 
adjusting time embarking Osaka Bay Pilot. 

In the above circumstances, we, in order to protect 


12008 B 
option 
the Of ® 


interests, have been instructing the Masters of the vessels toe x 


Notice of Readiness when they arrived off Kobe or drifting 
customary waiting area for Mizushima for waiting berth, a 
Receivers or Charterers only accept the NOR when Free 4 
granted at Mizushima if the vessel is not qualified to obtal" 
Pratique. 

It is apparent that when calculation of laytime is made contiet 
arises between Shipowners and Charterers as to who is to bear 
of waiting off Kobe or drifting position, for a discharging 
Charterers may contend that the Master is not allowed to t 
without Free Pratique and Customs clearance whilst the Ownes 
that the ship was lying at a place for waiting berth solely for 
Charterers convenience, being her voyage ended. 


5% 


spter tO avoid a dispute of this kind, we would respectfully suggest 
te". the charterparty clause for a vessel of the above category 
of mzushima as follows: 

- js not available on arrival at discharging port, vessel shall be 
: io tender Notice of Readiness from place of anchorage ordered 
wm authorities or drifting position whether in berth or not, whether 
* not, whether Customs cleared or not, whether in Free Pratique 


me for shifting from a waiting area to discharging berth not to 


wt 

uote 

s0RITY: Mizushima Port & Urban Development Bureau, Okayama 
S112, Mizushima Fukuzaki-cho, Kurashiki City, Okayama Pref. 
0864) 44-7141. 

. Sub-agents of Aall Barwil Agencies. 

~ cago: Naigai Unyu Co. Ltd., Kaigan Bidg., 1, Mizushima Kaigan- 
jchome, Kurashiki City, Okayama Pref. 712, Japan. Tel: (086) 444- 
a Telex: 5933-330 Naigi J. Fax: (086) 444-5229. Cables: Naigai 


es Nippon Marine Co. Ltd., Nikko Mizushima Pef, 2-1, Ushio-dori, 
i City, Okayama Pref. 712, Japan. Tel: (086) 455-5362. Telex: 
06 Marine J. Fax: (086) 456-3326. Cables: Nipponmarine 


gashiki. 


gil (Kitakyushu): 33.57 N. 130.58 E. 
se ‘Kanmon-Ko”)). 


(See Plan) 


NATION: Moji port is located in the Kanmon Straits between 
ssonoseki on Honshu Island and Moji at the Northeast tip of Kyushu 
«swell sheltered from the open sea by steep hills on all sides. 
ending to the Harbour Regulations, the port is one of the sections in 
enon Harbour which consists of Moji, Shimonoseki, Kokura and 
 (Tobata, Wakamatsu and Yawata). In 1963, five cities, Moji, 
‘a, Tobata, Wakamatsu and Yawata situated in North-Eastern part 
‘yshu were combined in one city, as Kitakyushu. 

bi is now known as Moji-ku of Kitakyushu City. 

MUMENTS: When ship arrives direct from foreign port, Customs 
tals will board to search vessel. Following documents to be 


mitted: 
‘ew List, including Passport numbers. 
*ssenger List. 
d's Stores List. 
\enifest of crew personal effects (must be signed by individual crew 
member). 
‘ms and ammunition List. 
\acotics List. 
isof ports of call on current voyage. 
dscharging Cargo Manifest. 
Tyough Cargo Manifest. 
delaration Inward/Outward (Form No. C2000). 
elolowing will be checked on board: 
Sip's Registry. 
st Port Clearance. 
riemational Tonnage Certificate. 
then ship comes from Japanese port, Customs Officials will not 
don board, except special case. Master or Agent to attend Custom 
‘we for entry formalities with following documents: 
dscharging Cargo Manifest. 
"wough Cargo Manifest. 
*caration Inward/Outward. 
S's Registry. 
4s Port Clearance. 
Jxuments entrusted with the Master by Customs at previous port. 
‘Sip's departure, clearance issued by Customs, after confirming 
‘ent of tonnage dues. 
\AGE: (1) Harbour Pilotage: Compulsory for entry, departure and 
"vessel passing through Straits if g.r.t. exceeds 10,000 tons. Pilots 
"ek Eastbound vessels at Mutsure Quarantine Anchorage position 
‘tle East Mutsure L.H. Lat. 33°58’ 15” N., Long. 130° 53’ 43” E. 
"Westbound vessels at Hesaki Quarantine Anchorage position 125°, 
Sim. from Hesaki L.H. Lat. 33°56’ 24” N., Long. 131° 03’ 12” E. 
"Plots embark vessels exceeding 30,000 gross tons for entry and 
“ture charging double pilotage (85%). 
Pilotage: Vessels approaching from East can obtain Pilots by 
“0 request made at least 24 hours in advance. Pilot embarks at 
3 miles South from Sekisaki L.H. Lat. 33°13’ 00"N., 
4. 131° 56’ E, 
e Pilots should be kept closely advised of vessel's accurate ETA at 
Sation. If any change in vessel's movements, Master requested to 
ately communicate by radio or VHF to pilot offices directly or 
R n Agent reporting revised ETA. Cable addresses of pilot offices 
Arte Pilot “Kanmonpilot Moji”, Inland Sea Pilot “Anjin Moji”. 
, ohn Vessels keep in direct contact with port authorities with regard 
on berthing instructions and Pilot's requirements through VHF as 


M4 Call Sign: Kitakyushu Port Radio (or Shimonoseki Port Radio). 
) Location of Radio facilities: Transmitting and receiving station 
fT ted at the top of Mt. Hinoyama, Shimonoseki. 

oe of wave: Channel: Simplex 16 (calling, responding); Simplex 

2 (communicating); Simplex 14 (communicating); Duplex 20 and 
Py (communicating). Output 50 W. 
) Sperating hours: 0000 — 2400 hrs. 

°mMmunicating range: Within a radius of 50 miles from the 
5 Comyama Station. 

Mmunicating language: Japanese/English. 


JAPAN 


ANCHORAGE: 

Tanoura No. 1 Anchorage (83° from Moji Saki Light Buoy, 1,340 m.). 
Draft 9.1 m. 

Tanoura No. 2 Anchorage (83° from Moji Saki Light Buoy, 1,770 m.). 
Draft 9.1 m. 

Tanoura No. 3 Anchorage (80° from Moji Saki Light Buoy, 2,300 m.). 
Draft 9.1 m. 


WIND, TIDE: Easterly winds prevail in warm seasons. N.W. winds 
prevail in Winter season. Dense fog frequently prevails in Spring and 
Autumn. 

Tidal range 3.07 m. Current near entrance of port runs Westward at 
flood and Eastward at ebb. Speed of current in vicinity of narrowest 
section of Straits sometimes reaches 7 — 8 knots. In stream of port, it 
is about 3 — 5 knots. 


RESTRICTIONS: (a) Berthing: During daytime only. Occasionally large 
vessels drawing deep draft made to await high water and/or suitable 
current to berth alongside wharves. 

(b) Departure: With adequate notice, no restrictions from anchorage 
and/or buoys. Night departure from wharves generally practicable, 
except No. 7 Wharf and Nos. 8, 9, 10 Wharves, the latter 3 berths 
however only permitting vessel to sail against tide. 

(c) Tug assistance may be required at Pilot's discretion for large vessel 
mooring to and/or unmooring from buoy, depending upon efficiency of 
engine and conditions of weather, tidal current, etc. 

(d) Vessets with draft over 10.0 m. (33 ft.) but not exceeding 11 m. 
can pass through Kanmon Straits with favourable tide. 


MAX. SIZE: Tankers: 1 tanker berth, Mitsui & Co. Berth “B”. Max. d.w.t. 
33,000 tons. Max. LOA, 200 m. Max. safe draft 9.10 m. 
Also see “Berthing” and “Tankers”. 


HEALTH: Radio Agent for Free Pratique not more than 36 hours before 
arrival, advising full details of vessel and health conditions on board. 
When Free Pratique is granted by radio vessel will be required to submit 
the following documents to Quarantine Officer on arrival: 

Declaration Inward. 

Voyage Memo (Port of Call). 

Maritime Declaration of Health. 

Crew List. 

Passenger List. 

Derat Certificate (copy). 

The following vessels will not be able to get Radio Pratique: 

A vessel that has been in contact with an infected area or a suspected 
infected area within 15 days of arrival. 

If a vessel has on board any case, or any suspected case of infectious 
disease, within 15 days of arrival. 

If a vessel does not possess a valid Derat or Derat Exemption 
Certificate. 

(a) Quarantine Station at Western entrance: half mile East from 
Mutsure Lighthouse Lat. 33° 58’ 15” N., Long. 130° 53’ 43” E. 

(b) Quarantine Station at Eastern entrance: 125°, 1,500 m. from 
Hesaki Lighthouse Lat. 33° 56’ 24” N., Long. 131° 30’ 12” E. 

(c) Quarantine inspection not allowed inside port except when weather 
or other special reasons prevent quarantine boat from approaching ship 
at anchorage. 

(d) “Q” flag should be hoisted until ship is in Free Pratique. 

(e) Vessels exceeding 20,000 gross tonnage may undergo quarantine 
on application when they berth inside port. 

(f) Quarantine service is rendered from 0830 hrs. — 1630 hrs. 

(g) When ship arrives from plague infected or suspected area within 
10 days after she left such place, a 24 hour special quarantine is 
required. All sanitary scuppers must be closed and garbage must not 
be thrown overboard after ship reaches 60 miles off Japanese coast. 

(h) Radio Pratique is obtainable according to the Radio Pratique 
Regulations. 


RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which cover all ports in Japan. If 
specifically Westbound vessel to contact Choshi and Northbound to 
contact Nagasaki Radio respectively. 


VHF: See “Pilotage”. 


TUGS: Normally join vessel at suitable position for mooring in judgment 
of Pilot and tug. In operation, tug’s line to be used for mooring and 
unmooring without any charge. 10 tugs, 1,500 h.p. — 3,520 h.p. 


BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship’s Agent mainly by radio. 


Permissible 
Name of berth Length Depth Draft Capacity 
a (m.)  (m.) — (m,) gut. 
Nishikaigan Wharf (public) 
No. 1 (No. 1-2) 8.7 8.5 No Limit Subject to draft 
450 and length 
2 9.0 9.0 No Limit 
3 (No. 3-7) 9.3 9.3 No Limit 
4 10.0 9.3 No Limit 
5 877 10.0 9.0 No Limit 1xcrane for 
grain cargo 

6 10.0 9.3 No Limit 
7 10.0 9.0 No Limit 
8 (No. 8-10) 11.0 9.2 12,000 
9 527 11.0 9.2 12,000 

10 11.0 9.0 9,000 

11 195 11.0 9.0 LOA 180 m. 

12 (No. 12-13) 9.0 8.5 No Limit 2xpneumatic 

345 suckers 
13 9.0 8.5 No Limit 2xpneumatic 
suckers 


No. 11, 12 and 13 also known as Shinhama Wharf. 
Larger size vessel (maximum 25,000 g.r.t. and 220 m. LOA) can be 
accommodated at Nos. 3-4 and 12-13 wharves, using 2 berths. 
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Permissible 
Name of berth Length Depth Draft Capacity 
(m.) (m.) (m.) gt. 
Tanoura Whart 
No. : ine a SS } Banana centre 
a Tee } 370 10.0 9.6 NoLimit Container berth 
5 170.4 9.0 9.0 No Limit Sublet Se draft 
and lengt 
6 170.3 9.0 9.0 No Limit sa 6 draft 
and lengt 
7 181.1 10.0 9.4 No Limit A > draft 
and lengt 
8 185 10.0 9.4 No Limit — “ draft 
and lengt 
Tanoura Anchorage 
No. 1, 2 and3 9.1 9.1 20,000 
Tanoura Oil Berth (dolphin) 
10.0 9.0 33,000 Mitsui & Co. 
d.w.t. 
Tachinoura Wharf 
No. 1 120 45 
2 185 10.0 9.6 
3 185 10.0 9.6 
4 185 10.0 9.6 
5 185 10.0 9.6 
6 185 10.0 9.6 
4 620 120 108 40,000 Container berth 
8 
on 376 10.0 
29 } 370 10.0 
30 
a 555 10.0 30,000 Container berth 


When using No.30-31 for 1 berth, limit 30,000 g.r.t., LOA 220 m. 


When using No.31- 


32 for 1 berth, limit 30,000 g.r.t., LOA 244 m. 


Shinmoji: Shinmoji Wharf is equipped to handle raw materials and 
goods used in the Shinmoji marine industrial area. The second term 
reclaiming construction has been carried out, so that it will be able to 
function as an intensive centre for middle-distance and long-distance 


ferrying in the future. 


Depths alongside 4.5 m.—10.0 m. 


Developments: See “Developments”. 


CONTAINER HANDLING FACILITIES: 
Tanoura Container Terminal 


Total area: 
Area per berth: 


Gantry crane: 


Reefer plugs: 
Illumination: 
Track scale: 
Straddle carriers: 


61,100 sq.m. 

One berth only 

Sea depth: 10 m. under low water level (LWL) 
Length of wharf: 300 m. 

Marshalling yard: 46,894 sq.m. 

CFS: 3,390 sq.m. 

Office, control tower: 596 sq.m. 

Single/twin: Single 

Height of span above quay: 9.2 m. 

Max. outreach: 36 m. 

Max. backreach: 7.5 m. 

Lifting capacity: 37.5 tons 

Spreader sizes: Capable of handling containers 
of ISO-IS & IC also Matson type 

Width of rail: 30 m. 

220 Vx12 

3 (25 Lux) 1 kWx28 

Scaling maximum 50 tons 

3 


Tachinoura No. 1 Container Terminal: 


Total area: 
Area per berth: 


Gantry crane: 


Reefer plugs: 
Illumination: 
Track scale: 
Straddle carriers: 


128,720 sq. m. 

Two berth 

Sea depth: 12 m. under low water level (LWL) 
Length of wharf: 620 m. 

Marshalling yard: 96,665 sq. m. 

CFS: 818 sq. m. 

Single/Twin: Twin (three cranes) 

Height of span above quay: 10.8 m. 

Max outreach: 38 m. 

Max. backreach: 11 m. 

Lifting capacity: 48.6 tons 

Spreader sizes: Capable of handling containers 
of 180-ISO and IC, also Matson type 

Width of rail: 16 m. 

220 Vx68 

4 (25 Lux) 

Scaling maximum 50 tons 

14 


Tachinoura No. 2 Container Terminal 


Total area: 
Area per berth: 


Gantry crane: 


Reefer plugs: 
Illumination: 
Straddle carriers: 
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118,720 sq.m. 

Three berth 

Sea depth: 10 m. under low water level (LWL) 
Length of wharf: 555 m. 

Marshalling yard: 108,110 sq.m. 

Single/Twin: Single (3 cranes) 

Height of spain above quay: 10.8 m. 

Max. outreach: 37.2 m. 

Lifting capacity: 48.1 tons 

Spreader sizes: Capable of handling containers 
of 180—-ISO and IC, also Matson type 

Width of rail: 16 m. 

220 V x 40 

4 (25 Lux) 

13 (common use with Tachimoura No. 1 Container 
Terminal). 


> 
Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, bp 


STEVEDORES: At least 24 hours prior notice excluding 


holidays required in order for Agent to arrange stevedores. Vess, 
constantly keep her Agent advised of ETA. If stew \ 
commence loading/unloading at time notified by the Agent, the bd 
must pay for waiting time. If cargo gear not rigged on tee 
stevedores will do same for ship's crew. 
Average loading/discharging: 
Bulk cargo: Oal 50 t.p.h./gang/hatch ta 
lron ore 45-50 t.p.h./gang/hatch 
Grain 50 t.p.h./gang/hateh 
Baled cargo: Cement 50 t.p.h./gang/hatch ly 
Fertilisers 40 t.p.h./gang/hatch 
Grain 30-50 t.p.h./gang/hatch 
General 40 t.p.h./gang/hatch a 
Steel cargo: Under 20 ft. 
long 25-30 t.p.h./gang/hatch 
Over 20 ft. 15-20 t.p.h./gang/hatch 
Scrap steel: Pressed 20 t.p.h./gang/hatch 
Ordinary 10 t.p.h./gang/hatch Py 
Bulky and 
awkward 5 t.p.h./gang/hatch is 
Lumber/logs: Lumber 15-20 t.p.h./gang/hatch 4 


Logs 30 t.p.h. gang/hatch 4 
2 shifts; 0800 to 1700 hrs. and 1800 to 0500 hrs. Normal we 
hours 0800 to 1700 hrs. Overtime work is possible by 
Customs. No work can be arranged on 31st December and during 
de (1st to 3rd Jan.). No work on 1st and 3rd Sunday oy 
month. 
BRIDGE: Kanmon Bridge — Clearance 61 m. Over 59 m. must 
Pilot Office in advance. 
MEDICAL: No advance notice required unless urgent. 
TANKERS: No slop discharge facilities. Mobil Oil Berth situa: 
Okubo, near Tanoura. In the vicinity of the berth, the current runs ie 
West nearly all the time. Maximum rate of current 3 knots. Ve» 
berthed during period that tide sets to West, in daytime only. My 
berth consists of 1 oil pier (length 80 m. width 5m.) and 2 dop 
Two 10 in. pipes connected to vessel; discharge rate 1,000 tph: 
and diesel oil). 
Also see “Max. Size”. 
FRESH WATER: Good fresh water supplied from water bag 
vessels lying at anchorage; from hydrants to those alongside we 
The rate of delivery per hour is 20 — 40 tons from hydrant and 
from barge. 
FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, se, 
Osaka Bay and Kanmon Port. At all other ports bunkers will be ligt 
from the nearest bunker stock ports at maximum 7 days prior nm 
Bonded bunker oil is supplied by oil barges. The rate of dee 
80 t.p.h. — 100 t.p.h. 


Rega 
Suppliers Delivery agents Installation rete 
ae 
Shell Sekiyu K.K. Uyeno Unyu Shimonoseki 1 
Esso Oil Co. General Bussan Mutsure or Sakai | 
Mobil Oil Co. Nisshin Tanker Kokura/Moji ‘ 
Caltex Oil Co. Shimazu Kaiun Shimonoseki ! 
Mitsubishi Shoji Nisshin Tanker Mutsure | 
Kaisha Asahi Tanker Iwakuni j 
Tsurumi Yuso Kanokawa ' 
C. Itoh & Co. Asahi Tanker Matsuyama ; 
Chikko Kogyo Mizushima ’ 
Nissho Co. Nisshin Tanker Mutsure 1 
Tsurumi Yuso Matsuyama H 
Mitsui & Co. Chikko Kogyo Oita ro 
Nippon Mining Co. Nippon Tanker Mizushima ! 
Idemitsu & Co. Nagai Kaiun Tokuyama t 
Sumitomo Shoji Asahi Tanker 
Kaisha 
Marubeni Corp. Nagai Kaiun Kokura ! 
Kanemutsu Asahi Tanker Tokuyama ! 
Gosho Co. 


CONSULS: Honorary British Consulate concurrent with Ho® 
Swedish Consulate. : 
REPAIRS: Mitsubishi Heavy Industries, Ltd. Shimonoseki, » 
Industries Co., Ltd. Moji; Kitakyushu Iron Works, Wakamatsu. 
DRY DOCKS: Refer “Shimonoseki”. 
GANGWAY/DECK WATCHMEN: Not 
Passengers or valuable cargo on board. 
OPENING/CLOSING HATCHES: Stevedores carry out open 
closing hatches. If any time lost by ship's crew doing ths’ 
stevedores charge ship for waiting. Recommended request stev 
for this work unless crew can complete it before berthing. 
CERTIFICATES: Ship's Register and International Tonnage 

to show Customs Inspector ship's registered gross and nett tor® 
Valid Cargo Gear Certificates sometimes required by stevedores® 
cargo gear maintenance appears to be poor. 

CUSTOMS ALLOWANCES: Only allowed 60 cigarettes to take ® 
but no spirits. 

REPATRIATION: Possible. 

AIRPORT: Fukuoka Airport 2 hours by train and taxi. 

TIME: GMT plus 9 hours. No alterations made to clocks during® 
POLICE/AMBULANCE/FIRE: Police station (tel. 110) a 
Ambulance (tel. 119). 

TELEPHONE: Telephone placed on board. 

SERVICES: All services available, including hold cleaning 
fitting. 

SHORE LEAVE: Immigration Officials board vessel on her arrival 
to examine passports, discharge books and/or other equivalet® 
documents and provide 15 day landing passes for crew m 
passengers. One copy each of Crew List and Passengef 
required by them. Providing ship's Agent with a Crew List 


specially required ¥ 


ant? 


es 


arOat? aoe = 


great help in expediting Immigration business on ship's arrival. 
ne stays in port more than 15 days, the landing passes may be 
~ every 15 days on application. In the event that crew members 
oro visas are to be landed for repatriation or transfer, 
aos will not permit their landing unless passage, by either sea 
rng the prompt departure from Japan (within 72 hours) of 
id nen, has been booked, or unless the ships to which they are to 
‘ed arrive in Japan within 5 days. 
‘c OPMENTS: Dredging work is being carried out for deepening 
wet 13m. and extending the pier aprons. This construction, 
"and reclaiming is expected to be completed by 1995. 
ws are to keep in close contact with Agent on this work, as 
vessels cannot pass through Kanmon Channel, due to 
terials. 
TY: Kitakyushu Port and Harbour Bureau, 2-7 Nishi-Kaigan, 
_Moji Ward, Kitakyushu City, 801 Japan. Tel: (093) 321-5941. 
| 093) 321-5915. 
. Sub-agents of Aall Barwil Agencies. 
“sen Shipping Ltd., Moji, 9-7, Minato-machi, Moji-ku, Kitakyushu 
. fukuoka Pref. 801, Japan. Tel: 093-321-4261. Telex: 7153-11 
seenm J. Fax: 093-321-4288. Cables: Greenship Moji. 


; 


» (NBETSU: 44.21 N. 143.22 E. (See Plan) 


yeUMENTS: : ~ ' ; 
+ gps Register (and International Tonnage Certificate, if Register 
» | ges not show gross and nett tonnages). 
:| ust Port Clearance. 
+ | §Qew Lists, including Passport numbers. 
} | {Passenger Lists. 
: | Ship's Stores Lists. 

‘Declarations of Crew's Baggage. 

" AQTAGE: Not compulsory. Pilot available from Kushiro with sufficient 

| ance notice. 

WHORAGES: See “Plan”. 
_ SIRICTIONS: Draft limitation in the channel is 7.5 m. 

wthing/unberthing is permissible at any time, but pilot is only 
| wale during daytime. 
§ LTH: Radio Pratique is available, and ordinary quarantine 
sextion takes place at the Quarantine Anchorage. 
MS: 1x1,500h.p., 1x1,000h.p., 1x750h.p., 1x720h.p., 
| hs 1x 460 h.p., 1x360 h.p., 1340 h.p. and 1x250 h.p. 


Name of Berth Length Depth Capacity 
(m.) (m.) (d.w.t.) 

\o. 1 Pier East Whart 131 7.5 15,000 

South Wharf 90 5:5 12,000 
‘0.2 Pier North Wharf 130 6.0 13,000 

East Wharf 390 TAS) 1x5,000 

South Wharf 130 7.5 15,000 
a Normal working time 0830 hrs. — 1700 hrs. Log gangs 
wade. 


SESH WATER: Available. 

\£l: Domestic oil is available. Bonded oil to be brought from Hakodate 
‘Muroran with sufficient advance notice. 

#NERAL: Immigration: The authorities come from Wakkanai. 

ering: Not possible. 

‘wehandlers: Provisions obtainable. 

SENT: Sub-agents of Aall Barwil Agencies. 

‘opon Express Co.Ltd., Sales Dept., 1-8, 5-chome, Saiwai-cho, 
tetsu City, Hokkaido 094, Japan. Tel: (01582) 3-5246. Fax: (01582) 
85. Cables: Nexco Monbetsu. 


WRORAN: 42.20 N. 140.58 E. 


| SCUMENTS: 
| 50's Register. 
"emational Tonnage Certificate. 
wma Exemption Certificate. 
| Por of Call Lists (Voyage Memo). 
| “at Port Clearance. 
| ; Sew _ cuicing Passport Numbers. 
| { T8ssenger Lists. 
' Stores List. 
laration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
a radio, firearms/swords, etc. (only at first port of call in 


(See Plan) 


lanes Agent will prepare 2 Inward/Outward Declarations, 1 Cargo 

tes and Cargo Manifest in transit using specific forms. Therefore 
j ae Gere be provided with necessary information about details 

vance. 

ih ace: Not compulsory, but advisable for VLCC’s. Arranged by 
iL bject receipt of ETA advice at least 24 hours prior arrival. Pilot 
area in vicinity of 250° x 1.5 miles from South Breakwater 
| en (never drop anchor North or area above 270°, due to fouling 


ring). 
*S0 see “Restrictions”. 


JAPAN 


ANCHORAGES: Outside harbour limits: Subject to notice having been 
given to Authorities prior arrival. 

Inside harbour limits: Permitted in any part. 
RESTRICTIONS: Berthing must be finished 1 hour before sunset on 
VLCC's and oil tankers. Unberthing possible daytime only. 

Pilots usually work from 0600 hrs. to 1 hour before sunset in Summer 
season, and from 0730 hrs. to 1 hour before sunset in Winter season. 


Vessels over 30,000g.r.t. usually have 2pilots onboard for 
operations. 
MAX. SIZE: Nisseki Pier (Nippon Petroleum): 
Max. Safe 
Max. d.w.t. Max. LOA Draft Max. Beam 
“59,200 ("35,600 g.r.t.) 240 m. 9.90 m. 33.0 m. 
Sea Berth (258,374) 321.45 m. 15.00 m. 58.0 m. 


“For vessels of deadweight tons, gross tons and LOA in excess of 
above limits, it is necessary to obtain entry permission from the Harbour 
Master, Pilot and the Refinery in advance. 

Ore Carriers: Max. LOA 313 m., max. draft 16.0 m. 

HEALTH: Radio Pratique available. Vessels usually anchor at Muroran, 
where the authorities board and grant Free Pratique. 

RADIO: Suitable radio stations to communicate with Agents are Sapporo 
Radio and/or Choshi Radio. 

VHF: Harbour Master “Muroran Hoan” is usable via “Otaru Hoan”, only 
in case of emergency or official use. Agents can contact Master by using 
VHF Channel 16 of tug. 

TUGS: 8 tugs, up to 3,200 h.p. Usually meet vessel near Inner Harbour 
breakwater. 10% additional charge if tug’s lines used. 

BERTHING: Pilot boarding time will be notified by ship's Agent mainly 


by radio. 
Name of Max. Shore 
Berth Length Depth  Draft* Capacity Cranes 
(m.) (m.) (m.) (d.w.t.) 
N.P.R.C. 
“Sea Berth” 110 16.5 15.0 260,000 
N.P.R.C. 
“H-1 Jetty” 67 11.0 9.9 33,000 
Motowanishi 
Wharf G 176 9.0 8.5 12,000 
Nippon Steel Wharf 
No. 15,16 and17 540 8.0 TT f 10,000 
No. 14 160 8.6 8.3 10,000 
No. 18 250 13.8 13.7 100,000 1x45t. 
No. 19 300 17.0 16.0 150,000 2x40t. 
North No. 5 245 12.0 11.4 40,000 2x30t. 
North No 1 and2 250 9.0 8.7 10,000 
Nittsu Pier No. 6 160 9.0 8.7 10,000 1x15t., 
1x20t. 
Center Pier No. 1,2 310 8.4 8.0 10,000 
6,000 
West Pier No. 1-1,2 257 7.0 6.7 5,000 
West Pier No. 2-1 175 8.9 8.6 10,000 
West Pier No. 2-2 185 10.0 9.7 15,000 
West Pier No. 2-3 150 6.0 Bik 5,000 
West Pier No. 2-4,5 257 6.6 6.3 5,000 
West Pier No. 3-1 125 7.0 6.7 5,000 
West Pier No. 3-2 185 8.4 8.1 10,000 
West Pier No. 3-3 135 7.4 7.1 5,000 
West Pler No. 3-4 195 8.8 8.5 10,000 1x8t. 
Nikko Pier No. 1 140 7.9 7.6 8,000 1x70t. 
Nikko Pier No. 2 135 7.9 7.6 7,000 2x600t. 
Sakimori Wharf 
No. 1, 2 and 3 555 10.0 9.7 15,000 
No. 4 and 5 480 12.0 AAG, ,000 1x10t., 
1x12t. 
No. 7 185 10.0 9.7 15,000 
Shukuzu Wharf 
No. 1 and 2 370 12.0 Aen 15,000 1x20t. 


* Permissible draft by pilot at H.W. (need 10% clearance in other cases). 
STEVEDORES: At least 24 hours’ prior notice excluding Sundays and 
holidays required in order for Agent to arrange stevedores. Vessel must 
constantly keep her Agent advised of ETA. If stevedores cannot 
commence loading/unloading at time notified by the Agent, the orderers 
must pay for waiting time. If cargo gear not rigged on berthing, 
stevedores will do same for ship's crew. Overtime surcharges 1630 hrs. 
— 2130 hrs. 60% additional of basic stevedorage; 2130 hrs. — 0500 hrs. 
next morning 100% additional; Sundays/holidays 100% additional. 
peer Aa tga No advance notice required unless urgent. Hospital facilities 
available. 

TANKERS: See “Max. Size”. N.P.R.C. Muroran Refinery. Discharge 
berth. About 25% of deadweight required in ballast. 


Berth Product Pipeline Max. Rate 
59,200 d.w.t. Heavy Fuel, Diesel Oil, 4%10in. 1,000 kI./hr. for white 
Kerosene, Gasoline, products. 2,200 kl./hr. for 
Naphtha. heavy fuels. 
258,374 d.w.t. | Crude Oil, Diesel Oil 4x12in. 10,000 kI./hr. (by 


(Sea Berth) 12 in. x3) Crude Oil, 

800 kl./hr. (by 12 in.x1) 
Diesel Oil 

DENSITY: Average 1025. 

FRESH WATER: Delivery at piers: Average rate about 30 t.p.h. Delivery 
by barge: Rate about 60 t.p.h. 

FUEL: Available. 

CONSULS: None. 

REPAIRS: Only minor repairs available, but Hakodate Dockyard able 
undertake all types of repairs. 

GANGWAY/DECK WATCHMEN: Not specially 
passengers or valuable cargo on board. 
OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches. If any time lost by ship’s crew doing this work, 
stevedores charge ship for waiting. Recommend request stevedores for 
this work unless crew can complete it before berthing. 


required unless 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, by 


CERTIFICATES: Ship's Register and International Tonnage Certificate 
to show Customs Inspector ship's registered gross and nett tonnages. 
Valid Cargo Gear Certificates sometimes required by stevedores when 
car ear maintenance appears to be poor. 

CUSTOMS ALLOWANCES: Only allowed 60 cigarettes to take ashore 
but no spirits. 

AIRPORT: Sapporo International Airport is situated only 100 km. from 
the port. International direct flights are available to Hong Kong, Seoul, 
Honolulu and Guam Island. Domestic flights every 30 minutes to Tokyo 
and other places every day. 

TIME: GMT plus 9 hours. Permanent. 

POLICE/FIRE: Police Muroran 25-5191; Fire Muroran 22-2111. 


TELEPHONES: May only be connected on board at No. 2—2 West Pier. 


SHORE LEAVE: Local Immigration offices issue shore pass valid for 
15 days. Extension possible if ship stays longer. 

SERVICES: Shipchandler, laundry services, diver and cargo and hull 
surveyor are arrangeable. 

AUTHORITY: Port & Harbour Bureau, Muroran City, Mubanchi, 20-30 
1-chome, Kaigan-cho, Muroran City, Hokkaido, Japan. Tel: (0143) 22- 
3191. 


AGENT: Sub-agents of Aall Agencies. 

Kuribayashi & Co. Ltd., Muroran Head Office, 22, 1-chome, Kaigan- 
cho, Muroran, Hokkaido, Japan 051. Tel: (0143) 24-7022. Telex: 987631 
Kuri M J. Fax: (0143) 24-4193. Cables: Kuribayashi Muroran. 


NAGASAKI: 32.45 N. 129.52 E. 


DOCUMENTS: 

Ship’s Register. 

International Tonnage Certificate. 

Last Port Clearance. 

5 Crew Lists, including Passport/Seaman’s Book Numbers. 

5 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship’s Agent will prepare Inward/Outward Declaration, 1 Cargo 
Manifest and Cargo Manifest in Transit using specific forms. Therefore 
ship's Agent should be provided with necessary information about details 
of cargoes in advance. 

PILOTAGE: Not compulsory, but necessary unless Master well 
acquainted with locality. Pilot embarks in vicinity of loshima Lighthouse, 
Lat. 32° 43' 20" N., 129° 46’ 43” E. Pilot available any time, subject to 
adequate notice (no VHF system). All communication with Pilot through 
Agent. Pilot boat carries International signals. “G” flag in daytime and 
“Morse” signals at night to call Pilot. In event bad weather Pilot boards 
at anchorage off Megami. 

ANCHORAGES: Megami Anchorage located in Harbour Division No. 3 
(within line between Kagenoo Lighthouse and West end of Kogo Wharf) 
60 ft. depth and capacity of 3 vessels of 20,000 d.w.t. Safe anchorage. 

Onaka Anchorage, Harbour Division No. 6: Located in line between 
Onaka Seto Beacon and Tan Saki, having ample space with 140 ft. 
depth, accepting 500,000 d.w.t. tankers. 

RESTRICTIONS: Berthing: During daytime only, except for emergency 
purposes. Entering into anchorage at Megami is generally permitted 
anytime with Harbour Master's permit. 

Departure: No restriction from buoy or wharf with adequate notice. 
erin SIZE: Max. permissible length 1,200 ft., breadth 120 ft., draft 
15.0 m. 


(See Plan) 


Tankers: 
Berth Max. Max. Max. 
d.w.t. LOA Safe Draft 
Zengyoren 60,000 230 m. 13.00 m. 
(Kozaki Depot) 
Hayashikane Oil Co. 60,000 230 m. 13.00 m. 


(Doinokubi Depot) 
HEALTH: 
(a) Quarantine Station: Sea area surrounded by the following lines: 
1. From Senbonyama Beacon to Megami Beacon. 
2. From Megami Beacon to Naginata Lighthouse. 
3. From Senbonyama Beacon to Takaboko Island. 
(b) Quarantine service is rendered from sunrise to one hour before 
sunset. 
(c) Radio Pratique is effective. 
RADIO: Recommended Master communicates with Agent through Chosi 
Radio or Nagasaki Radio which cover all ports in Japan. If specifically 
Westbound vessel to contact Choshi and Northbound to contact 
Nagasaki Radio respectively. 
TUGS: Tugs normally join vessel at anchorage for swinging and/or at 
berth for assisting vessel. Tugs available: 3 x3,200 h.p. owned by Dokai 
Tug Co.; 3x3,500 h.p., 3,000 h.p., 2,880 h.p. and 2x 2,400 h.p. owned 
by Kowa Kogyo Co. 
BERTHING: No specific requirements. Pilot boarding time will be notified 
a — Agent mainly by radio. 
ha 


Length Depth Capacity Remarks 
Dejima 413 m. 9m. 10,000 g.r.t. 
x 2 vessels 
Yanagi 270 m. 12m. 46,000 g.r.t. 
(Western) x 1 vessel 
Yanagi 185 m. 10 m. 7,000 g.r.t. 
(Southern) x 1 vessel 
Yanagi 185 m. 10 m. 7,000x 1 
(Northern) 
Matsugae 275 m. 12 m. 50,000 g.r.t. Passenger ships 
x 1 vessel 
1124 


Buoy Ship's Length Permissible Cees 
(O.A.) Craft a «ON 
Nos. 1-2 270m 14m. 105, 
Nos. 2-3 250 m 14m. 500H, LI 
Nos. 3-4 200 m 14m. 20.0%, 
Nos. 4-5 175m 14m. 8m, 
Otao Nos. 1 — 2 347 m. 21m. 150.0%, 
MHI MC—MD 256 m. 10 m. 25.0, a 
CRANES: Floating Cranes: 120 tons owned by Kowa Kage: x 


330 ton floating crane available with adequate prior Notice 
originally located in Moji area. ‘ 
STEVEDORES: At least 24 hours’ prior notice excluding Sunday, 
holidays required in order for Agent to arrange stevedores. Ves, 
constantly keep her Agent advised of ETA. If stev 
commence loading/unloading at time notified by the Agent the om 
must pay for waiting time. If cargo gear not rigged On bes 
stevedores will do same for ship’s crew at additional COSt. Om (t 
surcharges 1630-2130 hrs. 60% additional of basic 
2130-0500 hrs. next morning 150% additional; Sundays/holidays 
additional. 

MEDICAL: No advance notice required unless urgent. 
TANKERS: 


Berth Product Shoreline Discharge f 
' (tp.hj 
Zengyoren Diesel 8"x1 700 
(Kozaki Depot) 
Hayashikane Oil Diesel 8"x1 700 
(Doinokubi Depot) i" 


A slop discharge station operated by Nishi Nippon Tanker % 
located at loshima. 
DENSITY: 1025. 
FRESH WATER: Capacity of water barges: 500 tons and 3%, 
2 barges in total. Rate of delivery: 100 t.p.h. Wharf hydrants at ¥» 
Matsugae and Dejima. 
FUEL: Available ex-barge only. 3-5 days’ prior notice requires; 


company. (0 
FIRE PRECAUTIONS: No specific precautions. 
CONSULS: People’s Republic of China, Consul-General. Tel. 4) 
REPAIRS: All types of repair can be carried out. 
DRY DOCKS: 

Length Width Depth Capacity P 
Koyagi Dock (MHI) 400m. 100.0m. 14.5m. 25001 
No. 2 Dock (MHI) 335m. 54.0m. 9.5m. 16501 ° 
No. 3 Dock (MHI) 268m. 37.2m. 88m. 65,01 : 


SURVEYORS: Cargo surveyors able to attend from Moji or othe; 
if prior notice given. LR, ABS and BV are available in Nagasaki. S 
Association or U.S. Salvage are able to attend from Moji to Naz & 
GANGWAY/DECK WATCHMEN: Not specially required » A 
passengers or valuable cargo on board. 

OPENING/CLOSING HATCHES: Stevedores carry out open 
closing hatches. If any time lost by ship's crew doing thist 
stevedores charge ship for waiting. Recommend request stevedee 
this work unless crew can complete it before berthing. 
CERTIFICATES: Valid Cargo Gear Certificates sometimes reque 2 
stevedores when cargo gear maintenance appears to be poor. 
CUSTOMS ALLOWANCES: Only allowed 60 cigarettes to take 
but no spirits. 

REPATRIATION: Possible. 

AIRPORT: Distance 54 km. (centre of town to air terminal). Tm 
hours by car. All Nippon Airways have regular daily service with6§ 3 
for Tokyo and Osaka, Japan Air System have regular daily serv 

2 flights for Tokyo and Japan Airlines have regular daily serve 0 
1 flight to Tokyo. 

Overseas services: Japan Air Lines (JAL) and General Admins# 4 
of Civil Aviation of China (CAAC) have regular service with 25% 
week to Shanghai, China. Japan Airlines and Korean Airlines (KA! 
regular service with 3 flights for Seoul and Busan, Korea. 
TIME: GMT plus 9 hours. No alterations made to clocks during * 
POLICE/AMBULANCE/FIRE: Police 22-2141; Ambulance/Fire 2 
(Fire station). ' 
EMERGENCY CO-ORDINATION CENTRE: Contact Harbour N@ 
TELEPHONE: Shore telephone can be installed on board ve 


a> 


wharves of Yanagi, Matsugae and Dejima. Vessels at Mitsubish! } 
can communicate via shipyards’ switchboard with town. 4 
STORING: See ‘Prelims’. a 

1. Yes. 

2. No restrictions, vessel can store at anytime if adequate’ ‘ 

given. 

3. Trucks can proceed alongside at the berth. 

4. Yes. 

5. No special regulations, but a simple style application mustt®" 


to Customs before storing. 


6. Yes. tre 
SHORE LEAVE: Local Immigration Officers issue shore pass ® Ri 
only 15 days. Extension possible if ship stays longer. a 
AUTHORITY: Nagasaki Port Authority, 2-11 Dejima, Nagas® b 
Tel: (0958) 22-1257. FAX: 0958-22-2265 (Head office). Ps 

Harbour Master (Maritime Safety Agency): 7-29 Matsugae, N# 
Tel: (0958) 27-5133. 

AGENT: Sub-agents of Aall Barwil Agencies. { 

Sawayama & Company Ltd., 3-10, Dejima-machi, Nagasaki Of 
Japan. Tel: (0958) 23-1221. Telex: 7523-16 Swymac J. Fax: # x 
1227. Cables: Sawayama Nagasaki. 


Ra 


OAs 


goth: 35.05 N. 136.53 E. (See Plan) 


. Situated at Northern head of Ise Bay. Harbour protected 
a ater 7.6 km. in length stretching from Chita Peninsula to bank 
’ a AINE! at opposite side of harbour. 


Santine (only when arriving at first port of Japan from a foreign 
’ 


of each. 
aon Se aration of Health. 


oew List. 
r df Passengers. 
on) Manifest. , ; 
ion Inward (required when vessel granted Radio Free 

weque and prepared by Agent). 
«@ Log Book and Ship's Register should be readily available. 
iy - One copy of each. 
| aration Inward/Outward with Ports of Call (prepared by Agent). 
| ops National Registry. * 

s International Tonnage Certificate. 

Port Clearance. 
Ses List (including arms and narcotics). 
sygo Manifest (Discharge/through). 


dew List. 
er List. 
yews Baggage List (the first port of call in Japan). 
of Ports of Call. 
omigration: One copy of each. 
yaration Inward with Ports of Call (prepared by Agent). 
| Sew List. 
sitcation of Arrival (prepared by Agent). 
yplcation for Crew's Shore Passes. 
r List. 
sgort on Departure. 
searation Outward (prepared by Agent). 
'| sdabour Master: 
‘Crew List. 
‘Oeclaration Inward/Outward. 
»Pot Authority: 
‘Declaration Inward/Outward. 
| WOTAGE: Pilotage is compulsory in Ise and Mikawa Wan Bays (where 
wya, Yokkaichi and other ports located) for vessels of 10,000 g.r.t. 


me. 
» Bay Pilot: Pilotage from entrance of Irago Suido up to Nagoya 
worage, vise-versa. 
| tm Pilot is arranged by Agents, and Master of vessel is requested 
‘| antain contact with Irago Pilot Station, and advise ETA to Irago 
. ‘aby the following means of communication: 
a Telex: 4563668 Iragop. 
» Cables: lragopilot Handa. 
«| VHF: Channel 16, then turn to Channel 13, call sign “Irago Pilot”. 
4 Telephone: 0569-21-7489. 
‘sel should make contact 3 hours and 1.5 hours prior to arrival at 
mslation. 
tating Points: 
| 4 34° 30.8’ N., 137° 06.9’ E., when coming from Eastward. 
) 34°28.3'N., 137° 03.8’ E., when coming from Westward and 
Southward. 


| 0) 34° 24.8'N., 137° 03.8’ E., L.N.G. tankers. 
| 4 34° 24.6’ N., 137° 00.1’ E., deep draft vessels (14.0 m. or more). 
‘| urements for vessel when taking a pilot: 
| | Pilot ladder: To be fitted with spreaders in accordance with Solas 
‘vention, Chapter V, Reg. 17, on ship's lee side, and kept clean and 
| "nod order. The lowest rung to be 1.0 m. above the water. 
| /Manropes: 3.5 in. manilas to be rigged when pilot disembarking. 
| | Aring buoy with a self-igniting buoy should be provided. 
‘ Speed: Keep vessel's head way at about 7 knots. 
* Ught: Sufficiently illuminate the ladder at night. 
| ®cur Pilot: Agents arrange harbour pilot, and Master of vessel is 
“sted to contact Harbour Pilot Station through Nagoya Port Radio 
‘HF Channel 16. 
ding point: Vicinity of Buoy No. 6 in Nagoya Outer Harbour. 
_ SHORAGES: Quarantine Anchorage, located outside High Tide 
“iwaters, between No. 1 and No. 2 Harbour Fairways, offers safe 
®orage for vessels awaiting Pilot or quarantine service. Depth of this 
Worage area ranges from 10.0 m. to 20.0 m. Sea bed is silty clay. 
"ss loaded with dangerous cargo are to be anchored by Harbour 
‘Sets instructions. 
‘choring places are: 
“we oil carriers — 2 miles x 180° from Isewan Sea Berth. 
&6 Carriers — 3 miles x 200° from Isewan Sea Berth. 
AG carriers — 4 miles x 186° from Isewan Sea Berth. 
"8 above three kinds of vessels must obtain anchoring permission 
ur Master in advance. 
. ICTIONS: Vessels (LOA 200 m. or more, carrying dangerous 
2%, draft 13.20 m. or more, or g.r.t. 20,000 and over) are restricted 
“emer the fairways of Nagoya Port, and advance permission for entry/ 
"@ must be obtained from Harbour Master. Agents do the 
“ol Procedures, and all Master has to do is adhere to the signal 


_soat lfago Suido Traffic Route, the following vessel size is restricted 
the route and the permission for entry must be obtained in 
from Maritime Safety Agency (Irago Traffic Signal Control). 

200 m. and over. 
‘4. 1,000 or more with dangerous cargo. 
oP 300 or more with 80 tons or more of ammunition, or 200 tons 
ie. oe of organic peroxides. 
Ceigh eY2 Port Radio (also as call sign), covering 110 km. from 
Ge, \sland with 24 hour service. Call on Channel 16, working on 
IS 12 or 20. 


JAPAN 


MAX. SIZE: 
Berth Capacity Depth Length 
(d.w.t.) (m.) (m.) 
Tanker lsewan 280,000 x2 25.5 500 
Sea Berth (Max.LOA 
350 m., 
max.draft 
20 m. 
Ore Carrier Nippon Steel Corp. 310,000x1 14.0 350 
Container Ship Public Berth No.94 50,000x1 14.0 350 
Car Carrier Toyota 65,000 x 1 11.0 250 
General Cargo Nisshin Seifun 65,000 x 1 12.0 240 
Toyo Grain 66,000 x 1 12.0 227 
Oji Seishi 50,000 x 2 12.0 227+249 


HEALTH: Vessels must obtain Free Pratique from Quarantine 
Authorities at the first port of call in Japan from a foreign country. 

Ordinary quarantine inspection will be undertaken by officials in 
Quarantine Anchorage at Nagoya. Quarantine Office hours: 0900 hrs. — 
1700 hrs., Saturday, Sundays and holidays included for this service. 

However, Radio Free Pratique is applicable and obtainable, so that 
vessel can save time and get cargo work underway in poe The 
mentioned Radio Pratique is given only if vessel holds a valid Certificate 
of Sanitary Inspection and Derat Exemption Certificate, issued by 
Japanese Government. If so, Master is requested to send Pratique 
message to quarantine station through Agent within 36 hours before 
arrival, except for 1200 hrs. — 2400 hrs. on the 2nd and 4th Saturdays 
of each month, and Sundays and holidays. 

Vessel will not be able to obtain Radio Free Pratique in some cases 
(e.g. If vessel has been in an infectious area or a suspected area within 
15 days of arrival). 

RADIO: Call sign: JHY, range 200 km. (24 hour service). 

Frequency: 500 kHz., working frequency 429.5 kHz. 

This station is not in service of sending international cable messages 
to Agent's office. To despatch ship's message to Agents, Choshi or 
ee Te Radio is available. 

TUGS: Usually join at point where vessel directs course toward allocated 
berth. Tug’s lines normally used without charge. 

Tugs are available at any time but advance notice should be given to 
the service companies and Port Authority. 


BERTHING: 
Public Wharves: (With a depth of 4.5 m. or more). 
Capacity 
Name Wharf Length Depth = No. of Cargo handled 
Vessels 
y (No.) (m.) — (m) (d.w.t.) 
Garden Pier 1 245 4.5-10.0 700x1 General cargo 
15,000x1 General cargo 
2 185 10 15,0001 General cargo 
3 210 10 20,000(g/t)x1 Passenger 
5 65 45 500(g/t) x1 Passenger 
8 185 15,0001 Wool, Cotton, Grain, 
9 120 45 700x2 } General a 
10 185 10 15,0001 = 
Inaei Pier 16 170 15,0001 } Wool, Cotton, Grain, 
; - My ane 9 UE onde General cargo 
inaei Pier No. 2 — 24 10.0 15,000 x F 
200 10.0 15,0001 Automobiles, General 
26 140 4 700x2 oe 
Area No. 10 Pier 27-29 405 55-10 2,000x1 Coal 
5,000x1 Coal 
15,0001 Coal 
31 60 45 7001 Coal, Mineral products 
32 130 75 5,000 1 Coal, Mineral products 
185 10.0 15,0001 Coal, Mineral products 
Area No. 4 Pier 11-12 260 75 5,000x2 General cargo 
Area No. 5 Pier 36 183 5.5 2,000x2 Sand and stone, 
General 
Area No. 6 Pier 38 185 10 15,0001 } Automobiles, Heavy 
39 213 9 15,0001 cargo, General 
Area No. 7 Pier 40-41 240 7.3 5,000x2 ‘Fertiliser, Chemi 
Area No. 8 Pier 43-45 420 5.5 : Lnoteh 
000 x 4 a 
46 — 48 571 55 7001 Silica, Sand and stone 
2,000x5 
Area No. 9 Bx 200 45 700x20 Small oil tanker facilities 
Iron Scrap Pier 50 180 10 15,0001 } Scrap iron, other non- 
51 120 45 700x2 metallic minerals 
Area No. 11 (West) 70 360 5.5 2,000 x4 General Cargo 
Kinjo Pier 52 - 53 497 12 35,000x2 Automobiles 
54 - 57 800 10 15,000x4 Automobiles 
58-62 1,000 10 15,000x5 Automobiles, 
General cargo 
63-67 1,000 10 15,000x5 General cargo 
71 450 5.5 2,000x5 General cargo 
72-75 520 75 5,000x4 General cargo 
76 - 78 640 10.5 10,0001 Containers 
20,000x2 Containers 
79 - 81 560 10 15,000x3 Automobiles, 
General cargo 
82 — 84 600 10 15,000x3 General cargo 
85 280 12 50,000(g/t) x1 General Cargo 
Sorami Wharf 95 — 96 440 6. ane 
if x 
7001 Steel 
97 100 5.5 2,000 1 
West 3 Section 
(South) 7 240 «11 30,000 x1 Timber, General cargo 
(East) 88 — 89 260 75 5,000x2 General Eargo, 
S 
West 4 Section 90 185 10 15,000x1 General cargo, autos 
(East) 91 185 10-12 10,0001 Containers 
92 250 12 35,0001 Containers 
94 350 «414 50,000x1 Containers 
West 4 Section 
(West) 98 - 99 370 610 15,000x2 = Timber 
South 1 Section 
(North) 68 — 69 260 7.5 5,000x2 General cargo 
Yokosuka Pier 86 420 45 700x7 Building materials 
South 3 Section 
(North) 87 240 45 700 x4 Light materials 
Ferry Terminal Vv1i-V2 663 75 7,000 1 } Passenger, Fresh food, 
10,000(g/t) x2 etc. 
Nagoya Container 
Berth 1-R3 850 12 35,0003 Containers 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, br 


Also there are 20 mooring buoys, for vessels up to 50,000 d.w.t. Total 
capacity 289,000 d.w.t. 
Private Wharves: (With a depth of 10.0 m. or more). 


Name Wharf Depth Length Capacity 
No. (m.) (m.) (d.w.t.) 
Takara Oil Pier B6 10.0 35.5 3,000 
Nippon Oil Co. Pier B7 10.0 167.9 30,000 
BA 10.0 73.0 2,000 
Toyotsu Oil Center Pier BB 10.0 35.8 3,000 
Standard Oil Pier BC 10.0 175.0 20,000 
Cosmo Oil Co. Pier BD 10.0 85.0 3,000 
Daiichi Nenryo Dolphin BE 10.0 74.0 30,000 
Kanematsu Pier BG 10.0 74.0 20,000 
Rinoru Yushi Pier BH 10.0 182.0 66,000 
M.C. Terminal BI Pier BI 10.0 84.5 34,000 
C.lto & Co. Pier BK 10.0 179.0 20,000 
Fujiki No.2 Pier BQ 10.0 164.8 8,000 
Toyo Rayon Co. Whart C4 10.0 175.0 15,000 
Nippon Steel Co. Wharf FS 10.0 195.0 20,000 
F6-8 12.0 678.0 50,000 x3 
Fit 14.0 350.0 310,000 
F12 13.0 250.0 200,000 
F13 13.0 250.0 200,000 
F14 13.0 140.0 50,000 
Nisshin Seifun Pier G1 12.0 150.0 50,000 
Ishikawajima-Harima Co. 
Pier G3 12.0-17.0 450.0 450,000 
Toyota Pier 12 11.0 200.0 20,000 
15,16 11.0 500.0 34,000x2 
Chita Futo Co. Dolphin 12.0 81.0 5,000 
J5 12.0 185.0 70,000 
Nippon Mining Co.Pier J7 12.0 128.0 50,000 
J8,9 12.0 250.0 5,000x2 
J16-19 12.0 400.0 5,000x4 
Zenno Silo Dolphin JS 12.0 190.0 65,000 
Toyo Grain Terminal Pier JT 12.0 255.0 67,000 
Idemitsu Chita No.1 Pier K1, 2 14.0 253.0 1,500+750 
K3,4 14.0 253.0 1,500+750 
No.2 Pier K5 14.0 433.0 100,000 
LNG Pier ul 14.0 420.6 100,000 
Chita LNG No.2 Pier L2 14.0 460.0 65,000+3,000 
Yura Pier N2 10.0 250.0 15,000 
Ube Kosan Co. Pier S4 10.0 78.0 14,000 
Toho Gas Co. Sorami Pier S5 10.0 63.0 5,000 
S6 10.0 144.0 25,000 
Oji Paper Pier U1 12.0 249.0 50,000 
Dolphin U2 12.0 227.0 50,000 
West-4 Toyota Pier U3 11.0 250.0 65,000 
Oil Pier (Showa, Nippon, 
Marubeni) U5 12.0 280.0 30,000 
Chubu Electric Power Co. U6 12.0 97.0 5,000 
Pier U7 12.0 107.0 5,000 
lsewan Sea Berth 25.0 500.0  250,000x2 
2,000 x2 


CONTAINER — RO/RO FACILITIES: The public container terminal at 
West-4 has 3 berths (W91, W92 and W94). W91 and W92 have a quay 
length of 435 m. with a depth alongside of 10.0 m. — 12.0m., anda 
terminal area of 15.3 ha. The container yard has an area of 7.6 ha. There 
are 80 points for refrigerated containers. The terminal is equipped with 
3 container gantry cranes of 46.4 tons, 48 tons and 49.1 tons capacity. 
Straddle carriers are shared with the Nagoya Container Terminal. 
Berth W94 covers 13.3 ha., of which 6.4 ha. is a container yard with a 
quay length of 350m. and depth alongside of 14.0m. There are 
50 points for refrigerated containers. It is equipped with 355 ton post- 
Eanemnax gantry cranes, both with an outreach of 44.5 m. and backreach 
of 15.0 m. 

Another 3 public container berths located at Kinjo Pier have a 
combined quay length of 640 m., and a depth of 10.5 m. alongside. 
Berths W76 and W77 are each equipped with a 37.5 ton capacity 
container gantry crane, and in addition there is a third container gantry 
crane with a 47.7 ton capacity that serves Berth W77 and W78. There 
are 32 points for refrigerated containers and 12 straddle carriers. Overall 
the terminal area covers 15.1 ha., of which 11 ha. are used as a 
container yard. 

Nagoya Container Berth Terminal (NCB) has a quay length of 850 m. 
with a depth alongside of 12.0 m. Comprising of 3 berths (R1, R2 and 
R3), the total area is 28.5 ha. of which 13.5 ha. are used as a container 
yard. The terminal is equipped with 6 container gantry cranes, two of 
which have a capacity of 51.1 tons, and four of which have a capacity 
of 46.1 tons. Other handling equipment includes 51 straddle carriers. 

Toyota Pier with its four berths is for the exclusive use of Ro/Ro 
vessels for loading and discharging vehicles. Ro/Ro vessels also berth 
alongside some of the public wharves for loading vehicles. 


BULK CARGO FACILITIES: Iron ore and coal are discharged at Area 
No. 10 (See “Berthing” — Public Wharves) and Nippon Steel Co. Pier 
(See Wharf F11-14 in “Berthing” — Private Wharves). 

Grain cargo facilities with efficient discharging equipment are available 
at private wharves of Rinoru Yushi Pier (BH), Nisshin Seifun Berth (G1), 
Zenno Silo Berth (JS), Toyo Grain Terminal (JT), and Chita Futo Co. 
Dolphin (J5). 


STEVEDORES: Stevedores arranged by Agents by 1500 hrs. on the 
Gay prior to the working day. 

Normal working hours: 0830 hrs. — 1630 hrs. 

Overtime work is possible from 1630 hrs. — 2130 hrs. with overtime 
fee 60% of basic charge. 2130 hrs. — 0830 hrs. with overtime fee 130% 
of basic charge. Saturday: Overtime fee 60% of basic charge. 
Sunday: Overtime fee 100% of basic charge (0830 hrs. — 1630 hrs.). 

At private berths, working hours of stevedores vary from berth to berth. 
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MEDICAL: Hospitals conveniently located near port. 

Medical clinics for vessel's crew also available in port, and te 
crew to the medical offices from vessel, and vice-versa. Advanes, 
to Agent is preferable. ‘ 


TANKERS: T 
Berth Depth Length Max.Draft rs, 
} i (m.) (m.) (m.) “(day § 
Idemitsu Kosan Aichi Ref. (K-5) 14.0 433 12.72 100. 
(Owner: Idemitsu Kosan Co.Ltd.) 2 
Isewan Sea Berth (East and West 25.55 500x2 20.00 2809p 
Berths) (Owner: Idemitsu Maxis 
Kosan Co.Ltd. and use 
Nippon Mining Co.Ltd.) Dh 
Nippon Mining Co.Ltd., Chita Ref.(J7) 12.0 127 10.80 600% N 
Chita LNG Terminal (L1) 14.0 450 12.60 10% § 
Chita LNG Terminal (L2) 14.0 460 12.60 72.0, - 
Chube Electric Plant (U6) 12.0 45 10.00 50h 
Chube Electric Plant (U7) 12.0 45 10.00 5mm 
Showa Shell Petroleum (U5) 12.0 10.80 j 


(Nippon Petroleum, 

Marubeni & Showa Shell as owners.) 
Also see “Berthing”’. 0 
Isewan Sea Berth: Location: Lat. 34° 55.2’ N., Long. 136° 4439; 

Isewan Sea Berth is operated by Isewan Seaberth Co.Ltd 
Terminal operates 24 hours a day, 7 days a week. Ships are my 
and unmoored during daytime. Discharging commences during ds, 
Berthing/unberthing is prohibited when wind velocity over 15», F 
or height of waves is over 0.8 m. and/or visibility under one nautica, , 

Discharging is suspended when height of waves is over 1.5m a 
velocity over 15 m./sec. 
( 
a 
( 
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Loading arms (4 arms) 4,500 kl./arm, max. rate 18,000 ki 
max. pressure 10.0 kg./cm. at manifold. 

Berth Depth: 25.0 m. 

Max. Size: Draft 20.0 m.; max. d.w.t. 280,000; max. LOA® ¢ 
(approx.). 

Berth Length: 500 m. each, West and East. 

No. of Berths: Two. 

Side Alongside: Usually portside alongside at East bert 
starboard side at West berth. 

Pilotage: Vessels over 10,000 g.r.t. must use a pilot. 

Tugs: Terminal requests that vessels use tugs for berthin 
unberthing. Tugs horse power is calculated as follows: 

For berthing: Ship's d.w.t. x (6% — 8%) = Required h.p. 
For unberthing: Ship's d.w.t. x (4% — 5%) = Required hop. 

Guard Boat: Cargo consignee arranges guard boat. 
DENSITY: 1019 — 1020. 

FRESH WATER: Water supplied direct from pier or by barge. 
FUEL: Most grades of domestic and bonded oil are available. 
Important Notice: Bunkering at anchorage can be carried out 
harbour limit line. If a vessel finds safe anchorage only outs# 
harbour limit line, bunkering is not allowed without special perm 
from Nagoya Customs and Ministry of Transport. 

Firstly, the permission from Transport Ministry should be ote 
and secondly, the Closed-Port-Dues in substitution for tonnage as 
the Customs should be paid. With those legal procedures done, 2# 
outside the limit line can take bunkers. 

CONSULS: Belgium, Brazil, Costa Rica, Ecuador, France, Gen 
Korea, Mexico, Netherlands, New Zealand, Portugal, Sr 
Sweden, Thailand and U.S.A. 

REPAIRS: All types of repairs possible. Repairs by Ishikawajima** 
Heavy Industries Co. Ltd., Aichi Works. 

DRY DOCKS: Ishikawajima-Harima Heavy Industries Co. Lic.’ 
Works. (IHI), length 810 m., width 92 m. Capacity: Repair 161,00) 
build 95,000 g.r.t. 

SURVEYORS: Cc 

1. Cargo inspectors, bunker soundings, hulls for delivery, 
Japanese Government Sworn Surveyors, S.N.K.K. (Shin-Nihon# 
Kyokai) and N.K.K. (Nippon Kaiji Kentei Kyokai). 

2. Class Surveyors: Lloyd’s Register, American Bureau, Nippo” 

Other class surveyors should be arranged in advance as ther? 
are not located in Nagoya. 

GANGWAY/DECK WATCHMEN: Not compulsory but available 

OPENING/CLOSING HATCHES: Normally carried out by crew 

CUSTOMS ALLOWANCES: Tobacco, wine and spirits are nol® 
in ship's bonded stores by the Customs, and each crew mem 
consume freely on board the vessel. This arrangement of the O# 
service came into effect in February 1991. 

REPATRIATION: Facilities available, but the legal procedu® 
required to be carried out during the Immigration office hou 
(0900 hrs. — 1700 hrs. from Monday to Friday). 

The Immigration Office of Nagoya Port is not open outside office? : 
or Saturdays, Sundays and holidays. 

AIRPORT: Nagoya Airport, 1 hour and 10 minutes by car from the? 
to the Immigration Office (Nagoya Port), depending on traffic 
TIME: JST (Japan Standard Time), 9 hours ahead of GMT. 
HOLIDAYS: Cargo work not arranged on the following day: 
(Maritime Day). , 

Stevedores’ no-working days: 2 Sundays in each month, Ye 3 
New Year holidays. hi 

National holidays: January 15th; February 11th; March 21st; Amt 
May 3rd, 4th, 5th; September 15th, 23rd; October 10th; Novem™ | 
23rd; December 23rd. 

It is getting difficult to arrange stevedores even on these a 
holidays, due to the recent labour shortage. Negotiations with ste H 
required in advance, in order to arrange for cargo work. qe 
POLICE/AMBULANCE/FIRE: Police 110, Ambulance 119, Fit Q 
EMERGENCY CO-ORDINATION CENTRE: If emergency (fre. 0 
robbery, etc.) breaks out, contact Nagoya Maritime Safety R 
the following ways: Q 

1. VHF: Channel 16, call sign “Nagoya Hoan”. ¥ 

2. Cable: Code J.N.T. i, 

3. Telex: No. 4934961 Jmsana. 
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pstress: Call 2182 kHz. 

‘ telephone: No. 052-661-1611 (0900 hrs. — 1700 hrs., Monday to 
>. or 052-661-1616 (outside office hours). 

iES: Shore telephone available on board at most public 


= es; Hold cleaning and tank cleaning available. 
ne ir shop for radio and radar available but advance notice 
fon in order to get spare parts for repairs. 
=c0V ‘of Japanese Charts available at Asahi Service Co.Ltd. 
prtsh Admiralty and other charts, advance notice required. 
“yochandlers, laundry, garbage disposal and Notary Public for 
ove Note of Protest available. 
og SUPPLY SERVICE: Launch service for crews: 
, boat/bus service: 
a Ship Service Co.Ltd. Tel: 052-661-1322. Fax: 052-652-1156. 
yet boat service to anchorage: 
si Boat Co.Ltd. Tel: 052-653-0127. 
‘sei Marine Co.Ltd. Tel: 052-653-1505. Fax: 052-653-2424. 
sey of ship's parts/machinery: 
ssei Marine Co.Ltd. See above. 
syta Senyo. Tel: 052-661-1117. 
ggcnandiers/parts and machinery: 
‘tg Trading Co.Ltd. Tel: 052-652-0241. Fax: 052-652-0242. 
oma Senshoku. Tel: 0562-55-3888. Fax: 0562-55-4110. 
waxS: Tokai Bank, Nagoyako Branch, 1-17-11, Meiko Minato-ku, 
a, 455 Japan. Tel: 052-653-2111, 052-652-9663 (foreign 
e section). 
£ LEAVE: Allowed with shore passes issued by Immigration. 
@miFICATION CARDS: Shore passes to be issued by Immigration 
“frst port of call in Japan, so either Seaman's Book or Passport 
sd required for issuing of shore passes. 
4RBAGE DISPOSAL: Authorised Marine Disposal Companies: 
seyo-Kosan Co. Ltd. Tel: (052) 661-6050. Fax: (052) 661-6011. 
vesei Marine Co. Ltd. Tel: (052) 653-1505. Fax: (052) 653-2424. 
usTE OIL DISPOSAL: Contact: Daiko Marine Co. Ltd. Tel: (052) 681- 
wr Fax: (052) 681-3223. 
@MAN'S CLUBS: None. 
WRRENCY: Japanese Yen. 
"ELOPMENTS: A new deepwater container berth (W93) is being 
ssucted to the North of Berth No. 94 in West-4 Section, and is 
esuled to be in operation in 1997. It will be equipped with 2 post- 
‘max gantry cranes, one of which has been in operation at Berth 
«4. Construction of five berths at West-5 Section is also planned, 
swhich with a quay length of 350 m., a depth of 14.0 m. alongside, 
gacontainer yard of 17.5 ha., will be in operation in 1996. One berth 
"in West-3 Section for multiple use will be in operation in 1994. 
WHORITY: Nagoya Port Authority, 8-21, Irifune, 1-Chome, Minato- 


}| Nagoya, 455-91 Japan. Te/: (052) 654-7840. FAX: (052) 654-7995. 
| ‘tact? Akio Someya, Executive Vice-President. 


SENT: Aall Barwil Agencies, Nagoya Branch, Kaiun Bldg., 4th Floor, 
‘4 Iiftune 2-chome, Minato-ku, Nagoya City, Aichi Pref. 455, Japan. 


,| #052) 652-2266. Telex: 446-3751 Aaling J. Fax: (052) 652-2269. 


es: Aallbarwil Nagoya. 


WHA, Okinawa: 26.12 N. 127.40 E. (See Plan) 


CUMENTS: 


Sip’s Register. 
ust Port Clearance. 
*Gew Lists, including Passport or Seaman's Book numbers. 
‘Passenger Lists, including nationality, if any on board. 
'Sores List. 
declaration of Crew's Baggage, i.e. tobacco, wines/spirits, camera, 
_ radio, firearms/swords, etc. (Only at first port of call in 
in. 
to's Agent will prepare Inward/Outward Declaration, 1 Cargo 
est, Cargo Manifest in transit using specific forms. Therefore Ship's 
should be provided with necessary information about details of 
in advance. 
AGE: Pilot service is compulsory when entering Naha Port (Naha 
taf, but not compulsory for Shinko Wharf (New Wharf). Pilot boards 
xstion Lat. 26° 13’ 49” N., Long. 127° 38’ 20” E. 
When entering Naha Wharf, signal controls will apply, and the vessel 
“hoist and fly following flags: 
| Entering Naha Wharf: Hoist No. 2 and “N” flag. 
: Entering Shinko Wharf (New Wharf): Hoist No. 2 and “S” flag. 
Salling out from Naha Wharf or Shinko Wharf: To Touguchi 
‘ Entrance — hoist No. 1 and “T” flag. 
Saing out from Naha Wharf or Shinko Wharf: To Yamatogichi 
emace — hoist No. 1 and “Y" flag. 
red ICTIONS: Vessels entering Naha Port are controlled by the 
"9 ich in the entrance channel of 11m. Entry and departure 
Ours. 
4X. size: Length and beam not limited. Max. draft 11 m. If vessel 


wd WU g.r.t., it should be discussed with Maritime Safety Agency 
ma Office. 

TH: Radio Pratique only available if vessel has Japanese Sanitary 
‘ns 0" Certificate. Quarantine formalities carried out at the 


| dzranting Anchor. 1 40" ‘Rye 
age (Lat. 26° 14’ 18” N., Long. 127° 38’ 57” E.) from 
wt to 1700 re. 2 


vy Recommended communicate with Agent through Choshi Radio 
Yesboy ki Radio, which cover all ports in Japan. If specifically 

erin vessel to contact Choshi, and Northbound to contact 
“Ski Radio, respectively. Also see “VHF”. 


JAPAN 


VHF: Vessels may call Naha Hoan (Japanese Maritime Safety Agency) 
on Channel 16, especially when there is an emergency. 
TUGS: 3 tugs available, 2,000 h.p. — 3,000 h.p. 


BERTHING: 
Berth Length Depth Capacity 
(m.) (m.) (d.w.t.) 
Naha Wharf 
No. 1 204 9.0 1x 10,000 
No. 2 195 9.0 1x 10,000 
No. 3 164 9.0 1x 10,000 
No. 4 70 5.0 1x 1,000 
No. 5 78 5.0 1x 1,000 
No. 6 150 7.5 1x 5,000 
Shinko Wharf (New Wharf) 
No. 1 474 7.8 3x 5,000 
No. 2 70 5.0 1x 1,000 
No. 3 420 i) 3x 5,000 
No. 4 420 75 3x 5,000 
No. 5 420 11.0 220,000 
No. 6 450 11.0 220,000 


No. 7 451 11.0 220,000 
STEVEDORES: At least 24 hours’ prior notice excluding Sundays and 
holidays required, in order for Agent to arrange stevedores. 
MEDICAL: All medical and hospital facilities available. 

TANKERS: No facilities. 

inaes: WATER: Fresh water available alongside and at anchorage by 
arge. 

FUEL: All grades of fuel available. 

OPENING/CLOSING HATCHES: Usually opening and closing hatches 

done by crew, but may, upon request, be done by stevedores, after 

discussion with stevedores through Agent. 

REPAIRS: Facilities available for minor repairs. 

CUSTOMS ALLOWANCES: Each man allowed take 60 cigarettes 

ashore, but no spirits. 

TIME: GMT plus 9 hours all year round. 

SHORE LEAVE: Local Immigration Office issues shore pass valid for 

7 days. Extension possible if ship stays longer. 

DEVELOPMENTS: Large scale developments underway with 

completion expected in 1996 — 2000. 

AUTHORITY: Port & Harbour Bureau: 

Naha Whart: 95 Tondo-cho, Naha City, Okinawa 900, Japan. Tel: 098- 
868-1843. 

Shinko Wharf: 1-2, Minato Machi, Naha City, Okinawa 900, Japan. 
Tel: 098-862-2339. 

AGENT: Sub-agents of Aall Barwil Agencies. 

Okinawa Express Company Ltd., Famille Nishimachi Portside Bidg., 
15th Floor, 12-1, Nishi 2-chome, Naha City, Okinawa Pref. 900, Japan. 
Tel: (098) 868-3159. Telex: 795-413 Okiex J. Fax: (098) 868-7664. 
Cables: Okiex Naha. 


NAKANOSEKI: 34.00 N. 131.34 W. 
Port Status: Open Port (Mitajiri- Nakanoseki Port). 


DOCUMENTS: When vessel arrives direct from a foreign port, Customs 
Officials will board to search, and the following documents are to be 
submitted: 

Ship's Register. 

International Tonnage Certificate. 

Voyage Memo (Ports of Call). 

3 Crew Lists, including Passport numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship's Agents will prepare Inward/Outward Declaration, Cargo 
Manifest and Cargo Manifest in Transit, using specific forms. Therefore, 
ship's Agents should be provided with necessary information about 
details of cargoes in advance. 

Officials: 

Customs: Stationed in Nakanoseki. 

Maritime Safety Office: Stationed in Nakanoseki. 

Quarantine: Not stationed in Nakanoseki. Free Pratique is to be 
obtained through Tokuyama, Ube or Mutsure Quarantine Station prior 
to proceeding to Nakanoseki. 

Immigration: Official stationed at Tokuyama Office. 

Port Authority: Stationed in Nakanoseki. 

PILOTAGE: Not compulsory for berthing or unberthing. 
Also see “Shipmaster’s Report”. 

ANCHORAGE: See “Shipmaster's Report”. 
RESTRICTIONS: Berthing is carried out between sunrise and sunset. 
Unberthing is carried out between sunrise and one hour before sunset. 
MAX. SIZE: No. 3 Wharf: LOA 220 m., draft 9.5 m. 
HEALTH: See “Documents” — “Officials”. 
RADIO: Recommended that Master communicates with Agent through 
Choshi Radio or Nagasaki Radio, which cover all ports in Japan. 
Westbound vessels to contact Choshi Radio, and Northbound vessels 
to contact Nagasaki Radio respectively. 
TUGS: Available as required. Stationed at Tokuyama, Ube and Moji. 
Usually using 2 tugs on berthing and 1 tug for unberthing. 
BERTHING: 
Wharf Name Length Max.Draft Me earls Cargoes 

(d.w.t.) 


(See Plan) 


(m.) (m.) 
Pier No. 1 360 5.50 2,000 Domestic cargo. 
No. 2 260 7.40 5,000 CKD, Steel products, etc. 
No. 3 480 9.50 30,000 Mazda vehicles, CKD, 


plant. 
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STEVEDORES: At least 24 hours prior notice, excluding Sundays and 
holidays required, in order for Agent to arrange stevedores. Vessel must 
constantly keep her Agent advised of ETA. If stevedores cannot 
commence loading/unloading at time notified by the Agent, the orderers 
must pay for waiting time. If cargo gear not rigged on berthing, 
stevedores will do same for ship's crew at additional cost. 
For loading Mazda CKD/vehicles: 
Nippon Express Co.Ltd., Hofu Branch. 
Mazda Logistics Service Co.Ltd., Hofu Branch. 
Naigai Unyu Co.Ltd., Hofu Branch. 
Loading rate: Approximately 80 units per hour per gang, subject to 
stowage. 
Labour: Basically 3 or 4 gangs, but a maximum of 6 gangs are 
available. 
MEDICAL: No advance notice required, unless urgent. 
FRESH WATER: Available from shore hydrant, rate approximately 
10 tons per hour. The basic charge is 297 Yen per ton. Barge supply is 
also available, but this must be brought up from Tokuyama. 
FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 
Osaka Bay and Kanmon Port. At all other ports, bunkers will be lightered 
from the nearest bunker stock ports at maximum 7 days prior notice. 
CONSULS: No local representatives. Marine Note of Protest can be 
attended by local notary public. 
REPAIRS: No facilities. 
GANGWAY/DECK WATCHMEN: Not specially required, 
passengers or valuable cargo on board. 
OPENING/CLOSING HATCHES: Stevedores carry out opening and 
coeng hatches. If any time lost by ship’s crew doing this work, 
stevedores charge ship for waiting. Recommend request stevedores for 
this work, unless crew can complete it before berthing. 
CERTIFICATES: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores, when cargo gear maintenance 
appears to be poor. 
CUSTOMS ALLOWANCES: Only allowed 60 cigarettes to take ashore, 
but no spirits. 
REPATRIATON: Possible. 
AIRPORT: Nearest Ube Airport, about 2 hours drive from Nakanoseki, 
JAS and ANA Lines. 
TIME: GMT plus 9 hours. No alterations made to clocks during year. 
POLICE/AMBULANCE/FIRE: Police 110; Ambulance/Fire 119. 
Public telephone booth available near by the berth. 
TELEPHONES: No facilities for placing telephones on board. 
SHORE LEAVE: Local Immigration Offices issue shore passes, valid 
for only 15 days, when Nakanoseki is first port of call in Japan. Extension 
possible if ship stays longer. 


SHIPMASTER’S REPORT: December 1988. 
Documents: 

Ship's Register. 

Last Port Clearance. 

5 copies of Crew List, including Passport Numbers. 

3 copies of Lists of Ports of Call. 

1 copy Stores List. 

1 copy Through Cargo Manifest. 

Please note that Nakanoseki was not the first Port of Call in Japan. 
If such is the case then at least one Declaration of Crew's Baggage and 
one Maritime Declaration of Health will probably be required. 
Pilotage: Available, but not compulsory. 

According to information received by the vessel prior to arrival off the 
port, Harbour Pilot boards in the vicinity of a 250 m. radius circle (true 
bearing 159°, 1,590 m. from Nakanoseki Lighthouse), depth of water 
approximately 11.10 m. This boarding area is used for vessels with a 
deadweight in excess of 10,000 tons or if the LOA exceeds 150 m. 

Information was also received from the vessel’s Agent prior to arrival 
regarding the pilot boarding area. They advised me that the Pilot would 
board in position Lat. 33° 58’ N., Long. 131° 33’ E. (090°, 2.0 miles from 
Saba Shima Lighthouse). In my opinion this is the more practical of the 
2 boarding areas as it keeps the vessel well clear of the numerous fish 
havens in the vicinity of the channel entrance and allows plenty of room 
to manoeuvre to seaward should the vessel have to drift and await the 
Pilot during periods of high winds. 

If required, Inland Sea Pilotage service is available either from 
Sekisaki, Kobe, Hesaki, Tokuyama and/or Kadamatsu Pilot Station. 

The Pilot boarded the vessel using one of the local tugs. 

The Pilot advised me that during flood tide a current of up to 1.2 knots 
can be experienced across the channel entrance, flowing from East to 
West. During ebb tide the flow is in the opposite direction. 
Anchorages: There is no suitable waiting anchorage for vessels of this 
size (PCC/Lumber Carrier, 33,000 g.r.t.). Vessels are requested to adjust 
their ETA so that they arrive at the Pilot Station without having to anchor. 
| questioned the Pilot as to why it was not permissible to anchor in the 
vicinity of the Pilot boarding ground and he advised me that it was 
because of the numerous fishing havens in the area and objections 
received from local fishermen. 

Should the vessel be compelled to anchor for any reason, the Pilot 
advised a position 138°, 3,000 m. from Ryugu Saki Light. Care must be 
taken when anchoring in this position due to the close proximity of 
underwater cables. 

Max. Size: Dependent on height of tide. Vessel must have 10% under 
keel clearance in the approaches, where the depth of water is 10.50 m. 
VHF: During the early morning approach to the port the vessel was 
unable to contact the Pilot by VHF. 

Tugs: Available as required. Stationed at Tokuyama Port. This vessel 
used 2 tugs for berthing and 1 tug for unberthing. Vessel is equipped 
with bow thruster and was berthed starboard side to, head out. 
Berthing: Nakanoseki Wharf No. 3 (Owned/Controlled by Yamaguchi 
Prefecture). 

The berth is used exclusively for Mazda vehicles/CKD but occasionally 
for Log/Plant carriers. 
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Depth of water in approaches: 10.50 m. 
Depth of water alongside: 12.00 m. 
Length of Wharf: 240 m. 


Side alongside: Basically port side to, by 
starboard side to is also 
acceptable. 

The berth is very exposed to the W/N.W. and strong WiNdS ty 
from this direction could prove to be a problem for high-sided Po: 
vessels. ’ 
Stevedores: For loading Mazda cars/CKD. 

Nippon Express Company Limited, Hofu Branch. 

Mazda Logistics Service Company Limited, Hofu Branch, 

Naigai Unyu Company Limited, Hofu Branch. 

Loading Rate: Approximately 80 units per gang hour, subject to 
Labour: Basically 3 or 4 gangs, but a maximum of 6 gangs are 
General: Charts: There is no large scale BA. Chart of the area 

at present. For the purpose of our visit, Japanese Chart No. {jy 
purchased. ' 
AGENT: Sub-agents of Aall Barwil Agencies. 

Green Shipping Ltd., Moji, c/o Sankyu Inc., Yamaguchi-Nish g» 
415-15 Ichinomasu, Aza Ohama, Ooaza Hamakata, Hou: 
Yamaguchi_ Pref., 747 Japan. Tel: 0835-25-0039. Telex: gy 
Sankyu J. Fax: 0835-24-3039. Cables: Hamasankyu Tokuyama 


NAMIKATA: 34.07 N. 132.55 E. 


Port Status — Closed Port. 
DOCUMENTS: 

Ship's Register. 

International Tonnage Certificate. 

Last Port Clearance. 

3 Ports of Call Lists. 

3 Crew Lists, including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage. 

PILOTAGE: Inland Sea Pilotage should preferably be arranged ty 
Agent giving 72 hours’ notice. Urgent correction of ETA outside bus 
hours should be cabled direct to pilot station. 

Inland Sea Pilot Association covers all Inland Sea ports. Pilotay 
compulsory for vessels under 10,000 g.r.t., but recommended *) 
of great number of islands causing navigational hazards. Pilot ote 
from one of three pilot stations dependent upon vessel's last pr 
departure and at Master's discretion. Pilotage available throug 
hours and 72 hours’ advance notice preferred, thereafter advisty 
alterations. Most Inland Sea Pilots also act as Harbour Pilots up! 


(See h 


1. Wadamisaki. (In this case Pilots compulsory if over 10,00; 
Position: Lat. 34° 35’ N., Long. 135° 08’ 24” E. Cable address ' 
Kobe”. 

2. Sekisaki. Position: Lat. 33°13’N., Long. 131°54'E 


address: “Anjin Saganoseki”’. 

3. Hesaki. Position: Lat. 33° 57’ N., Long. 131° 03’ E. Cable aa 
“Anjin Moji”’. 
ANCHORAGE: No anchorage at Namikata. 
RESTRICTIONS: Mooring and unmooring daytime only with sia 
MAX. SIZE: Oil tankers: 125,000 d.w.t. Gas tankers: 67,000 dw! 
HEALTH: Closed port. Vessels should obtain Pratique at Matsut 
RADIO: Recommended Master communicates with Agent % 
Choshi Radio or Nagasaki Radio. 
TUGS: Join vessel off Namikata, always using tug’s line without 
2 to 4 tugs are required for berthing, depending on size of vess? 
BERTHING: Berthing time will be notified by ship's Agent by 1 
MEDICAL: No advance notice required unless urgent. 
TANKERS: Namikata Terminal Co. Ltd. only. Located appre 
position Lat. 34° 07’ 07" N., Long. 132° 54’ 32” E. See “Max. Se 
FRESH WATER: Available by shore line. Rate of delivery: 2019 
FUEL: Not available. 
REPAIRS: Not possible. 
CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take® 
but no spirits. 
REPATRIATION: Possible. Nearest Immigration Office situs 
Niihama. 
AIRPORT: Nearest at Matsuyama. 
TIME: GMT plus 9 hours. a 
POLICE/AMBULANCE/SFIRE: Police 110; Ambulance 119; Fire 
TELEPHONE: No facilities for placing telephones on board. 
SHORE LEAVE: Crew members free to go ashore by designate” 
bus with landing passes issued by Immigration Authorities. 
GENERAL: As this port is a Closed Port, special permission ®' 
into closed port is required from Shikoku Maritime Bureau. 

No quarantine available, the nearest Quarantine Si 
Matsuyama. 

No Immigration Office at this port (Officials come from Niiha™ 

The above procedures of Quarantine/Customs and Shikoku M* 
Bureau will be undertaken by Namikata Agent. 


SHIPMASTER’S REPORT: May 1987. 

Pilotage: inland Sea Pilot from Seki Saki inwards who also un 
berthing/unberthing, etc. Inland Sea can be traversed by day* 
although daylight is preferable. 

Pilot should be ordered in advance, telexes sent to “Oita K) 
Moji MSA Radio and confirmed by VHF when within range of 
Restrictions: Berthing/unberthing daylight only when current is 
0.5 knots for LPG tankers and 1.0 knots for other tankers. 
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must proceed to Matsuyama Anchorage for Quarantine and 
en clearance and to await suitable berthing conditions. 

° we No anchorage off Namikata, waiting vessels must anchor 
v 


Ee There is a 10 m. patch just North West of Kazitori-No-Ha. 
aug used for berthing and 2 tugs used for unberthing with the 
¥ yard tug in attendance inwards and outwards from Matsuyama 
™ Sot vessel alongside. 
« is of modern construction and design. Vessels usually berth 
sevard side to with 4 head/stern lines, 2 breast lines and 2 springs 
aft. Arms: Liquid 2 x 12 in. ASA. Vapour return line 1 x 8 in. 
e pscharge rate 1,800 tonnes/hour. Shore gangway provided. 
per punkering allowed at Namikata, however can be supplied off 
‘ama where additional tonnage dues must be paid. 


WASTER'S REPORT: September 1991. 
83,800 d.w.t., 244.5 m. LOA and 12.00 m. arrival draft. 


27,000 tonnes of Naphtha. 
78.5 


0.65 — 0.70 
point -~ 43°C 
jing Point 2.3 
“Point 390°C 


yey Measures: ; : es 
- The route to be tanken to/from oil terminal at Seto Naikai (Inland 


Sea): 

Bungo Suido (Suido means narrow channel) — lyo Nada — 
Tsurishima Suido — Aki Nada and reach to Namikata Terminal, 
and return to Bungo Suido. 


» General measures for safety navigation in Inland Sea: 

The vessel shall take the following safety measures in 
accordance with the maritime traffic law for safety navigation and 
with the assistance of a pilot. 

When in poor visibility, the vessel shall maintain the safety 
speed and also keep the maritime traffic laws. If necessary, 
the vessel shall anchor and wait for favourable conditions. 
The vessel shall arrange fire wires and auxiliary ropes at the 
bow and the stern of the vessel for immediate use. 
The vessel shall pay careful attention to the crossing 
ferryboats. 
. The vessel shall not manoeuvre by auto-pilot except in Suo- 
Nada. 
. The vessel shall proceed by the maritime traffic law and also 
keep to the right of the recommended course shown on the 
chart. 
The vessel shall take appropriate steps to ensure safe 
navigation, including maintaining safe speed in addition to the 
observation of laws and keep a radar watch and also, the 
vessel has to arrange sufficient watchmen if required. 
The vessel shall listen for all notices given by coast guard and 
international VHF radio. 
The vessel shall check the weather forecast closely and 
always be ready for unexpected weather changes. 
Furthermore, the vessel shall navigate safely. 
When visibility is poor and may interfere with safe navigation, 
the vessel shall anchor in a safe place, avoiding the fishing 
area and recommended course and wait until weather/visibility 
improves. 


} Passing Hayasui-Seto: 

1. This channel is frequently congested with vessels, ferryboats 
and fishing boats. The vessel will not pass through this channel 
in fog if visibility is less than one mile. 

When passing through this channel, the vessel shall keep to 

the righthand side of the centre line on a course of North 

Northwest (South Southeast). 

. The vessel shall not overtake another vessel whose g.r.t. is 
greater than 500 tons, except in an emergency case, and she 
Shall not pass another vessel during the night. 

. The vessel shall not pass through this channel during the night, 
if possible. 


*Passing lyo-Nada: 
The vessel shall pay attention to the prevailing Westerly winds, 
®specially to the seasonal wind in Winter. 


} Passing Eastern area of Aoshima: 
The vessel shall pay special attention to safety and navigation 
during the night at this area. 


® Passing Tsurishima Suido: 

The vessel shall take the following safety measures for passing 
Tsurishima Suido and/or narrow channel which is often congested 
with vessels. 

1, When visibility is poor, the vessel shall take appropriate steps 
to ensure safe navigation and/or anchor temporary until 
favourable weather returns. 

- Concurrently with enforcement of visual watch on the vessel, 
fadar shall be used effectively to see the surrounding traffic 
conditions. 

3. The vessel will not overtake another vessel whose g.r.t. is 
greater than 500 tons, except in an emergency. 

he vessel shall pass the Tsurishima Suido according to the 

fecommendations of the 6th Regional Maritime Safety 
Headquarters which was issued on November 1st 1977 (See 
Approaches” below). 


| Passing Aki-Nada: 

Aki vessel shall proceed along the recommended course with 
“Nada Light Beacons No. 2, 3 and 4 on the port side, and 

'™M passing Ogon-Shou (Reef). 
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(8) Navigation from Aki-Nada to Namikata Terminal Main Berth: 
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The vessel shall reduce her speed to approximately 4 knots 
and rendezvous with tugs at Aki-Nada No.4 Light Beacon. 
The vessel shall proceed to Namikata Terminal Main Berth 
with forward escort tug which possesses foam fire fighting 
equipment. 

The vessel shall approach Namikata Terminal Main Berth after 
passing Ogon-Sho (Reef). 


(9) General safety measures in port: 

The vessel shall take the following safety measures in port in 
keeping with the Japanese Port Regulation Laws. 

1. The vessel shall take a harbour pilot for mooring and/or 


(10) 
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(12) 


(13) 


(14) 


12. 


unmooring. 


. Berthing and unberthing shall not take place in adverse 


weather, such as strong winds (wind speed 15 m./sec.), poor 
visibility (less than 1 mile), etc. 


. The vessel shall maintain a necessary and ample under keel 


clearance during stay in port. 


. Concurrently with taking sufficient fire control measures, a 


strict watch over the area shall be maintained for approach 
of any vessel suspected of having an insufficient fire control 
system, and if necessary a warning shall be given to such 
approaching vessel. 


. Fire fighting equipment furnished onboard shall be inspected 


and prepared for immediate use. 


. During the cargo operation, the vessel will not carry out any 


bunkering, otherwise special safety measures will be taken. 


. Prior to start of the cargo operations, the operational 


procedures and the accident prevention measures shall be 
fully agreed between the cargo handling parties concerned 
and the safety check shall be carried out in accordance with 
a check list. 


. The vessel shall fully carry out safety measures generally 


taken by vessels carrying general inflammable dangerous 
cargoes, including arranging fire wires and auxiliary ropes 
on her bow and stern for immediate use. 


. The ballasting operation shall be carried out during daytime, 


as far as possible. 


. The vessel shall arrange sufficient duty staff in order to 


discover oil leakages as soon as possible. 


. A communication system for emergency cases will be 


organised (communication table will be given to Master). 
The vessel shall follow all safety measures issued by berth 
owner and Maritime Safety Headquarters. 


Safety measures at Namikata Terminal: 
The vessel shall take the following safety measures at 
Namikata Terminal in addition to the aforesaid safety measures. 


1. 
2. 
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The vessel shall take a harbour pilot for mooring and/or 
unmooring. 

The berthing and unberthing shall not take place under the 
following weather conditions: 

(a) When average wind speed is 10 m./sec. and /or max. 
15 m./sec. 

(b) When wave height is likely to reach 1.5 m. 

(c) When visibility is likely to become less than 1 mile. 

(d) When thunderbolt strike is likely. 

(e) When tidal current is over 0.5 knots. 

(f) When the vessel is recommended to take shelter by 
Chief of Imabari Maritime Safety Agency due to 
typhoon approaching. 

(g) When berth owner and/or Master judges that conditions 
of weather and sea are too poor. 


. Berthing/unberthing available from sunrise to sunset. 


The approach speed to berth shall be less than 10 cm./sec. 


. The vessel shall use sufficient tug assistance for berthing and/ 


or unberthing. 
The berthing and/or unberthing shall not be at the same time 
as coaster operations. 


. When approaching Namikata Terminal Main Berth, the vessel 


shall refer to current table near the berth. 


. Linehandlers shall be positioned at the forward and after end 


of terminal dock apron. Linehandling boat is also used. 


The adjustment of vessel's position between shore connection 
and ship's manifold shall be done with utmost careful attention. 


Notice of arrival/navigation: 

The vessel shall keep in close communications with Namikata 
Terminal prior to entering the Terminal for her safety, and the 
Terminal shall notify Imabari Maritime Safety Agency of vessel's 
schedule in advance. 


Waiting and/or anchoring: 

The vessel shall adjust arrival at Namikata Terminal at sea in 
order to berth on arrival, however in cases of an emergency, the 
vessel shall proceed to anchorage, where Master shall report 
position to Imabari Maritime Safety Agency. 


Gas purge operation: 

The vessel will not carry out gas-purge operation as a rule, 
however if it is necessary, she shall carry it out only at sea and 
in following conditions: 


1. 
2. 


In favourable weather and good visibility. 
When wind speed is over 5 m./sec. 


Pilotages and towage: 


a. 


Inland Sea Pilot shall embark/disembark at Sekisaki Pilot 


Station. 


2 


The vessel shall arrange sufficient tugs in accordance with the 


towage requirement scale prepared by licensed inland/sea pilot 
(See “Tugs/Tides” below). 
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Approaches: Recommendation for Traffic in Turushima Suido (Seto 
Naikai Western Part): (See Plan). 

Issued by 6th Regional Maritime Safety Headquarters. Dated: 
1st November 1977. 

Keep on the starboard side in Turushima Suido. 

A vessel proceeding along the course of Turushima Suido shall keep 
near to the outer limit on the channel which lies on her starboard side, 
not less than 150 m. distant from a line drawn from Akinada Minami- 
Koro Light Buoy No.1 (33° 57.3’ N., 132° 43.1’ E.) to Turushima Light 
Buoy (33° 54.4’ N., 132° 38’ E.). 

Tugs/Tides: Towage scale and restrictions for mooring/unmooring 
operations: 
Towage scale at Namikata Terminal Main Berth: 


No. of Tugs No. of Tugs 
Vessel and H.P. and H.P. 
(d.w.t.) for Mooring for Unmooring 
Under 6,000 1 Tug (over 1,000) 1 Tug (over 1,000) 
6,000— 20,000 2 Tugs (over 2,000) 2 Tugs (over 2,000) 
20,000 — 35,000 2 Tugs (over 2,500) 2 Tugs (over 2,000) 


35,000 — 70,000 
70,000 — 100,000 


100,000 — 125,000 


3 Tugs (over 2,500) 
2 Tugs (over 2,500) 
1 Tug (over 3,000) 
4 Tugs (over 2,500) 
(Based Z-type 
propeller tugboat) 
Restriction of tidal current for mooring and/or unmooring operations: 
1. Mooring Operation: 


2 Tugs (over 2,500) 
3 Tugs (over 2,000) 


3 Tugs (over 2,500) 


Vessel’s D/W 

Under 10,000 — Tidal current is less than 1.0 knots (against). 
Over 10,000 — Tidal current is less than 0.5 knots (against). 

2. Unmooring Operation: 

Vessel's D/W 

Under 35,000 — Tidal current is less than 1.0 knots. 

35,000 — 50,000 - Tidal current is less than 0.7 knots. 

Over 50,000 — Tidal current is less than 0.5 knots. 


AGENT: Sub-agents of Aall Barwil Agencies. 

Morizane Transportation Co. Ltd., Namikata Branch Office, 439, 
Miyazaki, Kou Namikata-cho, Ochi-gun, Ehime Pref. 799-21, Japan. 
Tel: 0898-52-2855. Telex: 584-4711 MrznJ. Fax: 0898-52-2856. 
Cables: Morizane Niihama. 


NANAO: 37.02 N. 136.58 E. (See Plan) 


LOCATION: Located on the East side of Noto Peninsula in Ishikawa 
Pref., in the Southern part of Nanao Bay. Arrival of vessel is to be 
considered the anchoring time in port, or the starting time of waiting for 
pilot outside the port. 

DOCUMENTS: 

Ship's Femme and International Tonnage Certificate, if available. 

Last Port Clearance. 

4 Crew Lists and Passenger Lists, if any on board. 

1 Stores List on arrival. 

1 Declaration of Crew's Baggage (only at first port of call in Japan). 

1 Maritime Declaration of Health (only at first port of call in Japan). 

Inward/Outward Declaration and Cargo Manifests for Discharging and 

Transit shall be prepared by ship’s Agents. 

Necessary blank forms will be provided by ship's Agents, if required. 
PILOTAGE: Ordered by cable via Choshi Radio, or by telex, possible 
to request local ship's Agents to arrange pilot, informing ETA accurately. 
For entering and berthing, pilot boards in position Lat. 37° 06’ 50” N., 
Long. 137° 04’ 30” E., or 2 — 3 miles off from this position on bearing 
259°, for vessel over 10,000 g.r.t. Anchoring outside port is very difficult, 
due to stationary fishing nets. If vessels arrive at night-time, it is better 
for large vessels to drift at about 10 miles off the coast and wait for pilot. 
Pilot also available at inward Quarantine Station for berthing. It is only 
possible to contact pilot one hour before berthing (VHF Channel 16). 
ANCHORAGES: Quarantine Anchorage position: Lat. 37° 05’ 40” N., 
Long. 136° 59’ 16” E., with depth 16.0 m. and radius 400 m. 
RESTRICTIONS: Large LPG vessels are prohibited to enter or sail at 
night-time, and are also prohibited from anchoring inside the bay. 
MAX. SIZE: Draft 12.5 m., length 232 m., and d.w.t. 60,000 tonnes. 
HEALTH: At first port of call in Japan, vessel must obtain Free Pratique. 
Radio Pratique available, if vessel has valid Sanitary Certificate, through 
local ship's Agents, otherwise Quarantine Officer will attend vessel at 
Quarantine Anchorage or soon after berthing, during official working 
hours, from Kanazawa Quarantine Office. Sanitary inspection for Radio 
Pratique shall be carried out by Quarantine Officers, attending from 
Kanazawa Office. In case any patient aboard, inform local ship's Agents 
the condition of patient. 

RADIO: Master is able to send cable to local ship's Agents via Choshi 
Radio or Nagasaki Radio. Telex communication also available by 
Inmarsat, even at great distances. 
BERTHING: Berthing not carried out in night-time, but unberthing is 
possible in night-time with pilot, if weather permits. 

Permissible 


Berth Length Depth Draft LOA Capacity 

(m.) — (m.) (m.) (m.) (g.r.t.) 
Wharf No. 1 West 230 7.5 7.0 135 5,000 
Wharf No. 2 East 210 9.0 8.5 165 8,000 
Ohta Bussen Futo 185 10.0 9.5 180 15,000 
Ohta No. 2 Pier 185 10.0 9.5 180 15,000 
Ohta Dolphin 200 8.0 7.5 150 8,000 
LGT Nanao Jetty (LPG) 14.0 12.5 230 60,000 
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VHF: Contact “Fushiki Hoan” (name of local Maritime Safety 
on Channel 16 at any time there is an emergency. a | N 
TUGS: 12,000 h.p., 1x320 h.p. and 1200 h.p. In case of 
other large tugs come from Toyama or Niigata. ‘a 
CRANES: Crawler cranes of 50 tons and 45 tons, and tru 
50 tons available. Heavy lift shore cranes or floating crane wis 
capacity can be arranged if requested in advance. m 
STEVEDORES: 5 log gangs available if working by Ship's gy» 
gangs available in daytime 0730 hrs. — 1730 hrs. in Summa s 
bulk cargo available up to 2130 hrs. 
MEDICAL: No advance notice required, except on Saturdays, 5. 
and holidays, also available in emergency. Dental treatm, 
vaccinations available on usual working hours. : 
TANKERS: One jetty for LPG vessels only. Discharging lines: 4 
rubber hoses (2 liquid and 2 vapour). Flange size: 12 in. for 
8 in. for vapour, both Ansi 150 PSI. Max. flow rate: 2,000 cums 
liquid and 3,000/cu.m./hr. for vapour. Temperature: —42° for 
and —2° for Butane. Pressure: Propane and Butane 0.100 Koy 
Storage on shore for Propane and Butane, each 30,000 kit. 
DENSITY: 1021 — 1023. Density is not affected by tide. 
FRESH WATER: Available at pier, except Ohta Dolphin and i gy 
at about 20 tonnes/hr. Cost Yen 470/per tonne. (1992) At Ohtg 
or at inner anchorage available by barge. One barge with max ca 
80 tonnes. Cost Yen 700/tonne, plus Yen 180/km. of distang 
available for LPG vessels. 
FUEL: Delivered by small vessel or tank lorry from the nei 
port of Fushiki. Bonded oil not available. Advance notice require 
CONSULS: None locally. 
REPAIRS: Small repairs can be undertaken. 
DRY DOCKS: None. 
SURVEYORS: Staff of Japan Marine Surveyors and Sworn Mea» 
Association available from Toyama. 
GANGWAY/DECK WATCHMEN: Usually not required. But if reg» 
watchmen can be arranged. mm 
HATCHES: Hatch operations by stevedores, if requested. 
CUSTOMS ALLOWANCES: Same as other ports in Japan. ne 
REPATRIATION: Possible. So 
AIRPORT: Nearest local domestic airport is Komatsu (100 km)* ™ 
to Tokyo take 50 minutes, and there are 7 flights per day. = 
TIME: GMT plus 9 hours. No alterations made to clocks duringy 
HOLIDAYS: National holidays: January 1st; February 11th; Mart 
w 
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April 29th; May 1st, 3rd, 5th; September 15th, 23rd; October 
November 3rd, 23rd; December 23rd. End Year holidays Decemt: 
and 31st. New Year holidays January 2nd — 4th; City Festival Ma 
Port Festival July 20th. 

In some cases holidays are workable with additional charges 
POLICE/AMBULANCE/FIRE: Police 110; Ambulance/Fire ‘ii 
stations are in Nanao City. In an emergency, contact local Ne $7 
Safety Agency. Tel: 52-4999. If at sea, contact “Fushiki Hoan’) 52 
Channel 16. ov 
TELEPHONES: No arrangements for placing telephones on boat! ME 
can be made from office on shore near the pier within 5 minutest Sy 


SERVICES: Hold cleaning possible. OE 
BANKS: Two banks for exchange of currency in Nanao, Hokkoll FR 
and Hokuriku Bank. fu 
STORING: See “Prelims”. Ha 

1. Available by barge or truck. CC 

2. At LGT Jetty available only by barge after discharging # RE 

daytime. GA 

3. Possible, except Ohta Dolphin and LGT Jetty. OF 

4. Not available. e 

5. Formalities of Customs required for loading. 

6. Local ne available to assist with storing. ret 
SHIP SUPPLY SERVICE: Provisions and some ship's stores 2 # 
to be supplied by local shipchandlers, but impossible to arranges RE 
helicopter for transfer. a 
SHORE LEAVE: Crew members only allowed ashore with val! All 
passes, issued by Immigration at the first port in Japan. Shore 1 
available at Nanao, but for renewal have to attend Kae HC 
Immigration Office. S 
GENERAL: Many fishing nets located near the shore at the oul i 
within about 3 miles off coast line. If entering or sheltering nea’ i 
proceed with caution, especially at night-time. st 
DEVELOPMENTS: New dolphin for coal carriers available. Pe™ ™ 
max. draft 12.5 m. and capacity 60,000 d.w.t. % 
AUTHORITY: Ishikawa Prefectual Port Administration Office of SH 
Yatashin-Machi, Nanao City, Ishikawa Pref., 926 Japan. Tel: 0% (Ot 
0440 - 


AGENT: Sub-agents of Aall Barwil Agencies. 
Nanao Kairiku Unso Co.Ltd., Chisaki Umetatechi, Yatashin Na 


— 


Nanao City, Ishikawa Pref.926, Japan. Tel: (0767) se AU 
Telex: 5128-898 Kairiku J. Fax: (0767) 52-7120. Cables: Kairu che 
AG 
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U: 37.11 N. 138.14 E. (See Plan) 
woes 


aMeNTS: 
md Declaration of Vessel. 
2990 Manifest. 
h Cargo Manifest. 
of Provisions and Stores. 
of Tobacco and Personal Effects. 
«yew Lists (preferably airmailed in advance). 
i r Lists. 
] agTaGE: Pilot embarks at Quarantine Anchorage to take vessel 
io berth during daytime. All transmitting and receiving through 
 aadio Station (call sign JCF, Type of Wave: 438454) or Choshi 
Station and/or Nagasaki Radio Station. Cable Agent 1 week’s 
of ETA and accurate ETA 24 hours before arrival, thereafter 
any change in arrival time. No pilot boat. Pilot uses tug-boat. 
AGES: Half-circle drawn at a point of Lat. 37°11'31"N., 
19g° 13’ 59” E. (lighthouse) with radius 1,600 m. 
SricTIONS: Berthing and unberthing daytime only. 
$IZE: LOA 160 m. draft 9.50 m. in Summer, and 9.00 m. in Winter. 
|| gaLTH: Radio Pratique available. Formalities will be carried out at the 
| gorge Quarantine Station 321° — 2,200 m. (Lat. 37°11’ 45” N., 
|=. 130° 14’ E. 700 m. radius) from Naoetsu Lighthouse. 
‘90: Niigata Radio Station: JCF. Nagasaki Radio Station: JOS. 
«i Radio Station: JCS. 
}} @ Channel 16. 
= Normally joins vessel at entrance of port. Ship's lines used. 
sug 1,300 h.p. Additional tugs will be brought from Niigata when 


en 
ING: 
om Permissible 
Berth Length Depth Draft Capacity Remarks 
(m.) (m.) (m.) (d.w.t.) 
Wharl No. 1 185 10.0 9.0 15,000 1 Unloader, 
2x35 t.cranes, 
Wharf No. 2 185 10.0 9.0 15,000 daily rate 4,100 t. 
wPier No. 1 105 6.0 5.0 1,500 Coasters 
wp Pier No. 2 105 6.0 Passengers 
|| pPier No. 3 128 6.0 1,500 
ap Pier No. 4 120 4.5 Fishing Boats 
ym Pier No. 1 130 7.5 7.0 5,000 
im Pier No. 2 185 10.0 9.0 15,000 
me Pier 185 10.0 9.0 15,000 
er No. 1 185 10.0 9.0 15,000 
| Per No. 2 185 10.0 9.0 15,000 5 Cranes 
| Ber No. 3 185 10.0 9.0 15,000 (240 t.p.h.) 
hin 270 13.0 ts? 50,000 
ne Berth N 105 6.0 5.0 3,000 Coasters 
|} ne Berth L 150 6.0 5. 2,000 Coasters 


| EVEDORES: ETA, draft and hatch cargo quantities to be advised 
| @e arrival. Main bulk commodities: unloader crane (1) 150 t.p.h.; 
wroranes (3) 120 — 130 t.p.h. and equipment. 
| MICAL: No notice required except in emergency, and attendance on 
‘| indays/holidays. 
SITY: 1023 — 1025. 
}/8SH WATER: Available from shore. 30 t.p.h. 
‘EL: Domestic oil is available. Bonded oil will be brought from Moji or 
wate, with sufficient advance notice. 
NSULS: None. 
PAIRS: Minor repairs only. 

wWGWAY/DECK WATCHMEN: No professional watchmen available. 

RNINGICLOSING HATCHES: Stevedores if Owner guarantees 

iment of operation charges. 

‘STOMS ALLOWANCES: Tobacco: Each crew member allowed to 

niorhis private use 200 cigarettes, 50 cigars, 250 grams of tobacco, 
'/Eine/and/or Spirits: 1 bottle of liquor, to last 1 week. 
| PATRIATION: Necessary documents to be submitted to Immigration 
| “Customs Authorities in Naoetsu. 
| SPORT: Niigata. 2.5 hours by train. One flight per day to Tokyo. 

YEGMT plus 9 hours. Permanent. 

DAYS: No work 31st December and 1st, 2nd and 3rd January. 
“clo gangs on other holidays. 
'WE/AMBULANCE/FIRE: Police 110; Ambulance/Fire 119. 

HONE: No facilities for placing telephones on board. 

CES: Technicians for repair and/or adjustment of radar or 
"ss despatched from Niigata or Tokyo. Hold and/or tank cleaning 
®ions by shorehands available, however gangs are from Niigata. 
og LEAVE: Crews allowed ashore within limit of Johetsu City. 

FICATION CARDS: Passport and/or Seaman's Book required. 

YS: Due to port congestion. 

RAL: During Winter and bad weather, hire of nylon rope 
™m.) desirable in order to avoid hull damage. Rope owned by 

Agency Association. Charge made for use. 

ORITY: Naoetsu Port Administration Office, 6-8, Minato-machi 1- 

_ Johetsu City, Niigata Pref. Tel: (0255) 43-4167. 

“AT: Sub-agents of Aall Barwil Agencies. 

wen Express Co. Ltd., 2-9-4, Minato-cho, Jyoetsu City, Niigata Pref. 

te com. Tel: (0255) 43-1131. Telex: 3252-411 NexnaoJ. 
255) 43-3494. Cables: Nexconaoetsu Joetsu. 
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“OSHIMA: 34.28 N. 133.58 E. (See Plan) 
‘Status: Closed Port. 


. S: In addition to the documents required (See “Uno”), 
Nmiegin be provided with Customs’s Closed Port Entrance 
y 0n by Agents before entering Naoshima, as it is a non-open 


TE 


JAPAN 


PILOTAGE: Not compulsory in the port. However, for vessels over 
10,000 g.r.t., Inland Sea Pilot is compulsory, especially through 
navigation routes like Akashi, Bisan-Seto, etc., as defined by Japanese 
Maritime Traffic Safety Law. 

RESTRICTIONS: No restrictions on entering or sailing, even night-time, 
but pilot is only available during daytime. 

MAX. SIZE: 20,000 g.r.t., LOA 180 m., max. draft 9.7 m. 

HEALTH: Radio Pratique not available. Vessels usually anchor at 
Wada-Misaki (off Kobe) or nearest quarantine port, where the authorities 
board and grant Free Pratique. 

TUGS: None. Tugs from Mizushima are available. 

BERTHING: Mitsubishi Metal Wharf: Length 160 m. Depth 10.2 m. 

Outreach of crane 14.4m. Distance to stockyard 500 m. Cargo 
handled is copper/lead concentrate. 

Lightenning can be undertaken at anchorage of port of Uno, located 
in vicinity to Naoshima, in which case one set of port charges will be 
incurred additionally. 

When the berth is congested and cargo is urgently needed, the 
receivers, Mitsubishi Materials, sometimes arrange for lightering at Uno 
Anchorage of which depth of water is about 29.0 m. 


STEVEDORES: 
Hours Cargo discharged per shift 
0800 — 1700 2,500 tonnes 
0800 — 1900 3,000 tonnes 
0800 — 2200 3,650 tonnes 


FRESH WATER: Water barge will be brought from Okayama, when 
required. 

Cost: Up to 100 tonnes — Yen 1,100/tonne; over 100 tonnes — 
Yen 800/tonne. 
FUEL: Domestic oil is available. Bonded oil will be brought from Kobe, 
when required. 
REPAIRS: Small repairs can be undertaken. 
HOLIDAYS: See “Uno”. No work on local holidays, but usually work on 
national holidays. 
AUTHORITY: Port & Harbour Dept., Kagawa Pref., 1-10, Bancho 4- 
chome, Takamatsu City, Kagawa Pref. Te/: (0878) 31-1111, 62-3653, 
34-9302. 


AGENT: See “Uno”. 


NIIGATA-NISHI: 37.54 N. 139.04 E. 
NIIGATA-HIGASHI: 38.01 N. 139.13 E. 


DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

3 Ports of Call Lists. 

3 Crew Lists including Passport Numbers. 

3 Passenger Lists, if any onboard. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 Cargo 
Manifest and Cargo Manifest in Transit using specific forms. Therefore 
ship's Agent should be provided with necessary information about details 
of cargoes in advance. 

PILOTAGE: Not compulsory. Pilot embarks at Quarantine Anchorage 
(Lat. 37° 58’ N., Long. 139° 03’ E.) to take vessel directly to berth during 
daytime. All transmitting and receiving normally effected through Niigata 
Radio Station (call sign: JCF, Wave: 438454), or Choshi Radio Station 
and/or Nagasaki Radio Station. Radio ETA 1 week's notice and accurate 
ETA at least 24 hours before arrival. Notify any changes to ETA. 
ANCHORAGES: Anchorage is a rectangle located N.W. of lighthouse 
at West Breakwater at a distance of 1,600 m. covering an area of about 
160,000 sq.m. Lat. 37°57’ 37”N., Long. 139° 04’ 00” E. Depth: 18-24 m. 
Bottom: fine sand. 

Safe Anchoring: Warning and instructions have been given by Niigata 
Harbour Master to secure safety of vessels anchoring off Niigata Port 
especially in Winter season, when the port is greatly affected by N.W. 
gale. 

1. Vessels anchoring outside the breakwater within the Harbour limit 
must maintain their position West side of N.W. line drawn from Niigata 
Lighthouse (FI. R. 3 sec. 15 m. 11 miles) and must avoid the vicinity of 
the mouth of the Shinano River or Showa Sekiyu K.K. Sea-berth (which 
is connected with shore facilities by submerged pipelines). 

2. Vessels anchoring outside the breakwater must maintain their 
positions in the sea area where the depth of water is 25 m. or more. 
This rule does not apply to vessels waiting for quarantine inspection 
and/or Pilot. Vessels under 10,000 gross tons should also keep a 
sufficient distance from shore. 

3. Vessels over 10,000 gross tons with dangerous cargoes or oil 
anchoring outside the breakwater must advise their positions to the 
Harbour Master by radio. 

4. Vessels anchoring outside the breakwater must keep a bridge 
watch unless they are equipped with radio. (According to the governing 
law, any vessel staying outside the breakwater is treated as a navigating 
vessel even if she is within the harbour limit). 

5. Vessels waiting at anchorage must keep watching weather 
forecast. In case bad weather is reported, the following necessary 
actions should be taken; namely, officers on duty, confirmation of ship's 
position, engines on standby, the use of extra anchors, sheltering, etc. 

6. In case a vessel requires shelter from N.W. wind in Winter, it is 
suggested that such vessel proceed to Sado Island and anchor off 
Ryotsu Port, Akadomari Port, Sado Island South Coast or Sado Channel. 
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(See Plan) 


7. When approaching the entrance of the port, a vessel can be drawn 
too close to the East Breakwater or the shallows existing East of the 
port entrance by force of N.W. gale, N.E. current and river flow. 
Therefore, vessel must enter from N.W. of Niigata Lighthouse, 
approaching from Quarantine Anchorage and alter course as West 
Breakwater Lighthouse and Niigata Port Light Beacon are seen in a line. 
It is dangerous for vessel to anchor at any areas East of Shinano River. 

8. Prior to arrival, Japanese Charts No. 1155A, 1155B, 122 and 1197 
or substitutes should be provided on board. Charts 1181, 1198 may also 
be needed. 

RESTRICTIONS: Berthing and unberthing anytime. Entry and/or 
departure at time authorised by Port Authority. Shinano Fairway from 
port entrance to Rinko Wharves, maintained depth 10.5 m. 

MAX. SIZE: Tankers: 


Max. Max. Max. Safe 
Berth Size LOA Draft 
(d.w.t.) (m.) (m.) 
Niigata-Nishi: 

i] Wharf (F-1) 15,000 Dolphin 9.00 
Showa Shell Sokiyu Sea Berth 130,000 Sealine Buoy 17.00 
Rinko Wharf (B-2, 3) 60,000 210 10.00 
Rinko Wharf (C-1, 2, 3) 60,000 210 10.00 
Rinko Wharf (E-1) 25,000 120 9.00 
Rinko Wharf (E-2) 5,000 100 6.50 
Rinko Wharf (E-3) 5,000 100 5.50 

Niigata-Higashi: 
Niigata LNG Berth 65,000 Dolphin 12.50 
East Pier No. 1 50,000 Dolphin 11.60 
East Pier No. 3 50,000 Dolphin 11.60 
Kaiyo Un-yu Quay 35,000 180 10.90 


HEALTH: Radio Pratique available. Vessels usually anchor at the point 
Lat. 37° 58’ N., Long. 139° 03’ E., where the authorities board and grant 
Free Pratique. 

RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which cover all ports in Japan. West- 
bound vessel to contact Choshi, and Northbound to contact Nagasaki 
Radio respectively. (Also see “Pilotage”’.) 

TUGS: Tugs normally join vessel at position of fairway. Towing 
operations are done by tug’s lines. 8 tugs, 1,300 h.p. — 3,400 h.p. 
BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship’s Agent mainly by radio. 


Niigata-Nishi: 
Max. Max. Max. 
Berth Size LOA Draft Remarks 
d.w.t.) — (m.) (m.) 
Rinko Wharf (A-1,2,3) 60,000 210 10.00 Cranes: 8t.x2,6t.x1 
Rinko Wharf (B-2,3) 60,000 210 10.00 
Rinko Wharf (C-1,2,3) 60,000 210 10.00 
Rinko Wharf (D-1) 15,000 138 8.00 
Rinko Wharf (D-2,3) 50,000 200 10.00 Crane: 6t.x1 
Rinko Wharf (E-1) 25,000 120 9.00 
Rinko Wharf (E-2) 5,000 100 6.50 
Rinko Wharf (E-3) 5,000 100 5.50 
Oil Wharf (F-1) 15,000 Dolphin 9.00 
North Wharf (F-2) 10,000 150 8.50 
East Wharf (G) 5,000 120 6.90 
Central Wharf (H) 10,000 150 8.50 
Central Whart (1) 5,000 120 6.90 
Central Wharf (J) 5,000 120 6.90 
South Wharf (K) 5,000 120 6.90 
Yamanoshita Wharf 
North Side Quay (Y-1) 10,000 150 8.20 
Niigata-Higashi: 
Central Wharf (West) 40,000 180 11.80 Unloader 
300 t.p.h. x1 
Zen-Noh Berth 40,000 180 11.80 Unloader 
400 t.p.h.x1 
West Wharf Quay 15,000 140 8.50 Gantry crane 
40t.x1 
South Wharf 
Timber Quay 15,000 140 9.00 
East Wharf 40,000 180 11.80 Unloader 
800 t.p.h. x1 
Central Wharf (East) 40,000 180 11.80 
East Pier No. 1 50,000 Dolphin 11.60 
East Pier No. 3 50,000 Dolphin 11.60 
Dolphin 12.50 
Niigata LNG Berth 65,000 Dolphin 12.50 


Kaiyo Un-yu Quay 35,000 180 10.90 

STEVEDORES: At least 24 hours’ prior notice excluding Sundays and 
holidays required in order for Agent to arrange stevedores. Vessel must 
constantly keep her Agent advised of ETA. If stevedores cannot 
commence loading/unloading at time notified by Agent, the orderers 
must pay for waiting time. If cargo gear not rigged on berthing, 
stevedores will do same for ship’s crew at additional cost. Overtime 
surcharges 1630 — 2130 hrs. 60% additional of basic stevedorage; 2130 
— 0830 hrs. next morning 100% additional; Sundays/holidays 100% 
additional. 

CRANES: See “Berthing”. 


MEDICAL: No advance notice required unless urgent. 


DENSITY: Average in Municipal Wharves in Niigata-Nishi (approx.) 
1002. Average in Niigata-Higashi (approx.) 1024. 


FRESH WATER: Available from all wharves. Cannot be supplied at 
anchorage. 


FUEL: Domestic oil is available. Bonded oil will be brought from 
Hakodate or Moji with 7 days’ advance notice. 

CONSULS: Republic of Korea. 

DRY DOCKS: No facilities for ocean going vessel. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng 


TANKERS: Slop (residues): No discharge facilities. 
LNG Berth recently completed. 


Berth Product Shoreline Discharge, 
t.p.h. 
Oil Wharf Crude Oil 1x10in. oo 
Diesel Oil 1x 6in. 200 
Fuel Oil 1x12 in.,1x10 in. 8007 
Light Oil 1x 8in. 350 
Lub oil 1x 6in. 80 
Petrol 1x10in.,1x8in. 350/359 
Kerosene 1x 8in. 350 
Showa Shell Sekiyu 
Sea Berth Crude Oil 1X24 in. 3,000 
Rinko Wharf (B-2,3) Crude Oil 2x10 in. 1,500 
Fuel Oil 2x Bin. 500 
Rinko Wharf (C-1,2,3) Crude Oil 2x10 in. 1,500 
Fuel Oil 2x Bin. 1,300 
Light Oil 1x10in. 1,000 
Kerosene 2x14in. 1,000 
Rinko Wharf (E-1) Diesel Oil 1x 8in.,.1x6in. 200/15 
Fuel Oil 1x12 in.,2x8 in. 1,500/1,49 
Light Oil 1x 8in. 1,000 
Petrol 1x 6in. 250 
Kerosene 1X10in.,1x6in. 1,200/1,0 
LPG 2x Bin. 
Rinko Wharf (E-2) Fuel Oil 2x 8in.,1x6in. 500/35 
Diesel Oil 2x 6in. 150 
Light Oil 1% 8in. 1,000 
Petrol 1x 8in.,1x6in. 300/250 
Rinko Wharf (E-3) LPG 1x Bin. 
Niigata-Higashi: 
East Pier No. 1 Crude Oil 3x12 in. 2,000 
Fuel Oil 3x12 in. 1,500 
East Pier No. 3 Crude Oil 128 in. 6,000 
Fuel Oil 1x28 in. 2,000 
GANGWAY/DECK WATCHMEN: Not specially required » 
passengers or valuable cargo on board. 
OPENING/CLOSING HATCHES: Stevedores carry out 
closing hatches. If any time lost by ship's crew doing this + 
stevedores charge ship for waiting. Recommend request stevedor 
this work unless crew can complete it before berthing. 
CERTIFICATES: Ship's Register to show Customs Inspector ¢ 
registered gross and nett tonnages. Valid Cargo Gear Cert 
sometimes peda by stevedores when cargo gear maintey 
appears to be 
CUSTOMS ALLOWANCES: Only allowed 60 cigarettes to take a 
but no spirits. 
REPATRIATION: Possible. 
AIRPORT: 5 km. Domestic and international airlines. 


TIME: GMT plus 9 hours. No alterations made to clocks during 
HOLIDAY: 22nd August. 

POLICE/AMBULANCE/FIRE: Water Police 244-2269; Amba 
Station 119; Fire Station 119; Main Police Station 110. 
TELEPHONES: No facilities for telephones on board available. 
SERVICES: Hold cleaning by longshoremen available. 
SHORE LEAVE: Local Immigration Offices issue shore pass va" 
only 7 days, but 7 days’ extension possible if ship stays longer. 
REGULATIONS: Oil carriers can receive bunker by oil barge # 
shoreline except when discharging cargo. 

DEVELOPMENTS: An additional container berth will be availabe’ 
1992. 

AUTHORITY: Niigata Port Administration Office, 6-3, Ryugat 
1-chome, Niigata City. Te/: (025) 247-9131. 


AGENT: Sub-agents of Aall Barwil Agencies. 

Nippon Express Co. Ltd., 7-11, Ryugashima 1-chome, Niig#. 
950, Japan. Tel: (025) 53-1252. Telex: 3122-118 Nexngt J. Fax! 
244-4938. Cables: Nexco Niigata. 


NIIHAMA: 33.58 N. 133.16 E. 
DOCUMENTS: 


For Quarantine 
*1. Declaration of Health 1 
*2. Crew List 1 
*3. Passenger List (if any) 1 
“4. Yellow Cards for all Crew Members 
*5. Derat Certificate 

For Immigration 

1. Declaration of Inward Vessel 1 
"2. Passport or Seamen's Book for all Crew 

Members 
3. Crew List 2 
4. Application for Shore Pass 1 

For Customs 

1. Declaration of Inward Vessel 

Crew List 

List of Tobacco 

List of Crew's Baggage (first port only) 

List of Ship's Stores 

6. Cargo Manifest (Discharging) 

*7. Cargo Manifest (Through) 

Certificate of Ship's Registry 

Ship's International Tonnage Certificate 

"10. Voyage Memo (Ports of Call) 
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Master 
#Secaration of Inward Vessel 1 
» Crew List 1 
i Office 
*"jecaration of Inward Vessel 1 


: red by Master before arrival. Others to be made up by 
» wth assistance of Master on arrival. 

PrAGE: inland Sea Pilotage should preferably be arranged through 

ao ing 72 hours’ notice. Urgent correction of ETA outside business 

would be cabled direct to pilot station. Inland Sea Pilot 


wv aton covers all Inland Sea ports. Pilotage compulsory for vessels 
#9000 g.r.t. Pilots obtained from one of three pilot stations 
spoert upon vessel's last port of departure and at Master's 
gion. Pilotage available throughout 24 hours and 72 hours’ advance 
‘os referred, thereafter advising any alterations. Most Inland Sea 
wgaiso act as Harbour Pilots up to berth or anchorage at destination. 

VHF communication available with Inland Sea pilot stations. 
eee “Shipmaster’s Report” before first port. ; 

wadamisaki, at entrance to Kobe (vessels transitting Kii Straits) 
san Lat. 34° 34.35’ N., Long. 135° 08’ 24” E. Telegraphic address 


Gea 3 miles South of Sekisaki Lighthouse (vessels transitting 
ed Channel). Position Lat. 33°13'N., Long. 131° 55’ 38" E. 
‘ ic address “Anjin Saganoseki”. In event bad weather, 
enmended vessels proceed for shelter as near as possible having 
sgard to safety, to Sekisaki Pilot station. 
Hesaki, at East side of Kanmon (Shimonoseki) Straits. Position 
-°57' 00" N., Long. 131° 03’ 00" E. 
| Bay Pilotage-Tomogashima/Wada is also compulsory for vessels 
» 10,000g.r.t. Pilot boarding position: Lat. 34° 10'N., 
195° 00’ E. 
«Sea Pilotage: Pilotage at Kurushima Channel/Bisan-Seto/Akashi 
snl is compulsory for ships over 10,000 g.r.t. Pilot boarding position 
eanged, namely, Sekisaki/Hesaki/Wada, even if ship requires only 


area's service. 

onaces: Approved anchorage area just inside harbour limit. 
iode drawn at a point Lat. 33° 59’ 18” N., Long. 133° 16’ 31” E. with 
#s of 430 m. where holding ground good and depth of water 12 m. 
4m. No buoy moorings. Harbour protected by breakwater. 
'% (Springs) Max. 263 cm.; min. —9 cm. (Neaps) max. 182 cm.; 
9136 cm. 

SIRICTIONS: Pilot does not take vessel in during darkness. Vessel 
wait if depth during LW 8.50 m. is insufficient to pass channel. 
M@ SIZE: See “Berthing”. 

4TH: Quarantine Inspectors go aboard during day. Master to keep 
@until Quarantine inspected in event of any suspected disease or 
won board after entered Japan. 

0: Choshi Radio, Nagasaki Radio. 

Goins vessel at Quarantine Anchorage or Section Ii, always using 
gsines without — “Niihama Maru” 2,600 h.p. If more powerful 
wsrequired, can be obtained from Matsuyama or Mizushima. 


a Harbour Pilot operates during day. 


Length Depth Berthing 
Restrictions 
A Anchorage 8.0 m. Draft 8.0 m. 
LOA 100 m. 
| 33" Wharf 103 m. 10.0 m. Draft 9.5m. 
LOA 180 m. 
| 44" Wharf 120 m. 9.1m. Draft 9.0 m. 
LOA 160 m. 
| %6" Wharf 200 m. 14.0 m. Draft 13.0 m. 
LOA 250 m. 
4" Whart 80 m. 7.0m. Draft 7.5 m. 
LOA 110 m. 
48" Whart 110 m. 9.3 m. Draft 9.0 m. 
LOA 150 m. 
a 85 m. 5.0m. Draft 5.0 m. 
LOA 100 m. 
wura 
*ublic Wharf 130 m. 7.5m. 
wa 
Ublic Wharf 180 m. 5.5m. 
2u No.2 Wharf 130 m. 7.5m. 
shi Draft 11.0 m. 
_ Soura Berth 188m 12.00 m. LOA 186 m. 


%th A: Public berth for general Purposes, no buoy, just anchorage. 
‘Weer, vessel anchoring at this berth sometimes ordered by port 
id to shift in order vessel approaching or leaving Berth No. 4 may 


PANES: 


Berth “B3” 2x 5 tons 
Berth “K4” 1x 5 tons 
Berth “K6” 2x25 tons 

1x19 tons 


#ic Besshi lsoura Berth 

Weng Hospitals and medical facilities available weekdays only. 
S: No facilities for oil carriers. 

“st TY: Entrance 1023 (rate of tide, 1 knot); channel 1022; anchorage 


SSH WATER: Water is available from the berths “K-4”, “K-6” and 
Stet rors Berth only after normal working hours — 10 t.p.h. Water 
tpi allable from any other berths. A 70 ton barge is available, it can 
Ny 00 tons per day. 
‘ Sunkers in bond available from main ports or oil stations in 

“OnSULg days’ notice. 

5. None. Nearest in Kobe. 

: Minor repairs only. Main engine piston overhauling possible. 
WNew ne None. For nearest see “Imabari”’. 
NING IDECK WATCHMEN: Not necessary. 
CLOSING HATCHES: Stevedores. 


JAPAN 


LOADING/DISCHARGE RATES: 
Average rate of Discharging Cargo: 


Coal 450 — 500 t.p.h. by ship's gear 

Bauxite 700 — 800 t.p.h. by 2 shore cranes 
Chemical Oil 200 — 250 t.p.h. by ship's pump 

Copper Concentrates 450 —500t.p.h. by shore crane 

Logs 600,000 — 800,000 BFM/day by ship's gear 
Salt in bulk 500 t.p.h. by 2 shore cranes 


Average Rate of Loading Cargo: 

Alumina in bags 80 — 90t.p.h. by ship's gear 

Fertiliser in bags 50— 60t.p.h. by ship's gear 

Fertiliser in bulk 80 — 100 t.p.h. by ship’s gear 

CUSTOMS ALLOWANCES: Only 60 cigarettes to take ashore. 
No spirits. 

CARGO GEAR: Valid Cargo Gear Certificate sometimes required by 
stevedores when cargo gear maintenance appears to be poor. 
REPATRIATION: Arranged by Agent. 

AIRPORT: None. Nearest at Matsuyama and Takamatsu. All Nippon 
Airways — 11 flights per day to Osaka and one to Tokyo. 

TIME: GMT plus 9 hours. Permanent. 

HOLIDAYS: National Holidays: New Year's Day, January 1st; Adult's 
Day, January 15th; Foundation Day, February 11th; Vernal Equinox Day, 
March 21st; Green Day, April 29th; Constitution Memorial Day, May 3rd; 
Children’s Day, May 5th; Respect-for-age Day, September 15th; 
Autumnal Equinox Day, September 24th; Physical Culture Day, October 
10th; Culture Day, November 3rd; Labour Thanksgiving Day, November 
23rd; Emperor's Birthday, December 23rd. 

Local holidays: New Year's Day (Lunar Calendar), January 30th; May 
Day, May 1st; Memorial Day of the Sea, July 20th; Bon Festival (Lunar 
Calendar), August 8th; Autumnal Festival, October 16th-18th. 

Vessels may enter/leave except January 1st, and cargo work can be 
done as usual at overtime rates on above national/local holidays except 
for Niihama (December 31, January 1, 2, 3, and October 17, 18). 

Vessels may enter/leave port at overtime rates and cargo work will 
be done up to 1700 hrs. (daytime) against surcharges. 

No cargo will be handled Niihama (December 31, January 1, 2, 3, 
and October 17, 18). No ship’s movement (as well as cargo handling) 
can be done on January 1st. 

POLICE/AMBULANCE/FIRE: Police 110; Ambulance/Fire 119. 
TELEPHONES: No facilities for placing telephones on board. 

SHORE LEAVE: Crew allowed ashore with pass, by ferry boat. 
GENERAL: Quarantine: Hiroshima Quarantine Office, Niihama 
Detached Office, Nishibara-cho, Niilhama, Tel: Niihama 32-3966. 
Customs: Kobe Customs, Niihama Branch Customs, Nishibara-cho, 
Niihama, Tel: Niihama 32-3405. 

Immigration: Niihama Port Station, Takamatsu Immigration Office, 
Nishibara-cho, Niihama, Tel: Niihama 32-2672. 

Maritime Bureau: Sanbashi-dori, Niihama, Tel: Niihama 32-2855. 
Maritime Safety Agency: Nishibara-cho, Niihama, Tel: Niihama 33-0055. 
Emergency Procedure: No Harbour Master radio available, therefore 
cable Agent. Telephone sub-agent since one person will be in 
attendance even during night, who in turn will contact person in charge. 
Salvage: No salvage tug stationed, nearest from Kure. 

AUTHORITY: Niihama Marine Safety Agency, Nishibara-Cho, Niihama. 
Tel: (0897) 33-0055. Contact: Port Captain. 


AGENT: Sub-agents of Aall Barwil Agencies. 

Morizane Transportation Co. Ltd., 2-13, Sobiraki-cho, Niihama City, 
Ehime Pref. 792, Japan. Tel: (0897) 32-6119. Telex: 5844-711 Mrzn J. 
Fax: (0897) 32-3322. Cables: Morizane Niihama. 


NISHIHARA (Nakagusuku Wan), Okinawa: 
26.14 N. 127.50 E. (See Plan) 


LOCATION: The Nansei Sekiyu Ltd. Refinery (NSS) is located in 
Nishihara Town on the East coast of Okinawa, towards the Southern 
end of Nakagusuku Bay. Also see “Max. Size”. 

DOCUMENTS: 

3 Manifests 

8 Crew Lists 

2 Passenger Lists 

2 Stores Lists 

2 Personal Effects Lists 

3 Ports of Call Lists 

(Voyage Memo...past 3 months) 

2 Transit Cargo Manifests 

2 International Health Declarations 

Ship’s Register 

International Loadline Certificate 

Safety Equipment Certificate 

Derat Certificate 

Last Port Clearance. 

Each Crew member will be issued with an Official Pass, which must 

be returned prior to vessel sailing. 
PILOTAGE: Normally vessels will be expected to enter Nakagusuku 
Bay through entrance marked Tatsu Kuchi, and pick up Berthing Master 
inside bay — South of Tsuken Jima. Inside bay Berthing Master requests 
that vessel keeps South of buoy marking Chikunigaa Shoal. Berthing 
shall be carried out at day time only. 

A safe convenient pilot ladder is to be provided for the Berthing Master. 

Berthing Master stays aboard vessel throughout discharge, except 
vessel berthed at the pier. 
ANCHORAGES: Navigation and anchorage in the waters near the NSS 
Product Pier and Crude Berth will in so far as possible be restricted to 
those ships directed into these waters by Berthing Master. In the 
interests of safety, ships will not enter the restricted area unless so 
directed by Berthing Master. 
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RESTRICTIONS: Shipmaster’s Report: March 1992: Berthing in 
daylight only, up to 1500 hrs. 

MAX. SIZE: For crude vessels a single point mooring (SALM — Single 
Anchor Leg Type Mooring), capable of handling vessels from 90,000 
d.w.t. to 270,000 d.w.t. is established in approximate position Lat. 
26° 14’ N. Long. 127° 50’ E., about 2.5 miles offshore. 

Products are shipped from a pier connected to the shore — the pier 
has 2 berths, one for vessels up to 97,000 d.w.t. and one for small 
vessels up to 4,000 d.w.t. 

PRATIQUE: Port Officials will board the vessel after berthing. 

RADIO: Crude vessels discharging at Nishihara should report ETA at 
pilot station (Lat. 26° 13’ N., Long. 127° 52’ E.) 72, 48, 24 and 12 hours 
prior arrival. Berthing instructions and time of Pilot boarding will be 
relayed by a telegraph appointed Agent. Refinery has no VHF radio. 

Weather reports essential — particularly during typhoon season. Naha 
Radio — JCX medium wave 500 kHz. Traffic lists broadcast at odd hours 


GMT. Short wave 6470 kHz, traffic lists broadcast at even hours GMT. 


TUGS: 2 tugs and a launch are available for assisting with mooring and 
unmooring. The Berthing Master in consultation with the Master will 
decide the number of tugs required for the berthing operation and for 
standby during the time at berth. 

CRUDE BERTH: Single buoy mooring with vessel secured by 2 heavy 
polypropylene lines from buoy. Lines connected to chains through bow 
mooring lead and secured inboard. Chains secured direct to Brega Pin 
(bow stopper). There is 72 ft. of water at buoy position. Vessels may 
remain in berth in winds of up to 30 m.p.h. 

Floating Hoses: 2x24in. into 2x20in. connected to 2x16in. are 
connected on vessel's port side. There is a 42 in. line from buoy to 
shore. The maximum pumping rate is 75,000 b.p.h. 

PRODUCT PIER: A 110°— 290° orientated pier allows tankers to 
approach the berth in a ballasted condition in either of 2 opposite 
directions. Vessels of 4,000 d.w.t. size and above will be handled at 
Berth No. 1 and smaller vessels at Berth No. 2 

The water depth at the pier is approximately 47 ft. The extreme tidal 
variation is +7.9ft. to —1.0 ft. and maximum storm tide will add 
approximately 3 ft. The maxirnum current is less than 1 knot. 

Berth No. 1 is equipped with 116 in. loading arm for clean products 
and 2x16 in. loading arms for dark products. Each of these all-metal 
hydraulically controlled loading arms is fitted with a remotely operated 
coupling device to connect to a nominal 10 in. ASA, DIN or BS flanged 
connection without bolting. 

Berth No. 2 is equipped with 26 in. loading arm for dark and clean 
products. These arms are part metal, part hose and are fitted with flanges 
to be bolted to a nominal 6 in. ASA, DIN or BS flanged connection. 

Each berth is provided with a gangway. 

Vessels will deballast through the loading arms into a 24 in. ballast 
water line leading to refinery tankage. Under no circumstances should 
vessel discharge any ballast water directly into the bay. 

Fire protection at the pier consists of a foam concentrate tank and 
proportioning pump, a fire water pump and distribution system, fixed 
combination water-foam monitors and air-foam play-pipes. 

OIL POLLUTION WARNING: We wish to alert all vessels entering this 
port of the extreme sensitivity on the part of the community and 
governmental authorities regarding any incident involving oil pollution of 
the seas. Any oil spill, regardless of size, is considered a criminal act, 
and offenders are dealt with accordingly. We urge all vessels to make 
complete pre-arrival checks for cargo and ballast system tightness, and 
to strictly adhere to all pollution prevention practices, procedures and 
policies while discharging or deballasting at this port. Officers and crews 
should be extremely alert during all phases of vessel operation for 
potential oil spill risks and seek assistance from shore representatives 
should any unusual risk arise. 

FUEL: No facilities available. 

TIME: GMT plus 9 hours. Summertime is not used. All ETAs and other 
messages should be made in local time. 

SHORE LEAVE: Shore leave is permitted — launch service may be 
arranged but is at vessel's expense. 

No person will be given permission to enter the refinery unless they 
are in the microbus which will be provided by ship's Agent. 
AUTHORITY: Nansei Sekiyu K.K., 858 Aza Onaha, Nishihara-Cho, 
Okinawa, 903-01 Japan. Postal Address: P.O.Box 525, Naha, Okinawa, 
900-91 Japan. Tel: 098-945-3220. 

Captain of the Port: Kin-Nakagusuku, 46 Yagihamabara, Nakagusuku- 
Son, Okinawa, Japan. Te/: 098-895-4999. 


AGENT: See “Tokyo”. 


NOSHIRO: 40.13 N. 140.00 E. 


DOCUMENTS: 

Ship's ev thee Tonnage Certificate. 

Last Port Clearance. 

5 Crew Lists, including Passport numbers. 

5 Passenger Lists, or “Nil” Lists. 

1 Declaration of Crew's Baggage. 

2 Ports of Call Lists (date of arrival/departure for previous ports). 

Copies of Bills of Lading to show Customs Inspectors. 

Ship’s Agent will prepare Inward/Outward Declaration. 

Ship’s Agent should be provided with necessary information about 
details of cargoes in advance. 

All Port Authorities (Customs/Immigration/Quarantine) will attend from 
Akita Office. Akita/Noshiro 55 km., 1.5 hours by car. 
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PILOTAGE: Pilot boards off Noshiro. Pilot attending COMES fie 
Present pilot boarding position: 40° 11’ N., 139° 57.5’ E. ‘ 
Note: VHF communication not available. Communication only 
through Choshi Radio, which covers this area. Vessel shou 
shelter at Funakawa Anchorage (39° 51’ N., 139° 53’ E.), itheai 
weather from N.W., or manoeuvre without anchor in order » 
anchor dragging. , 
ANCHORAGE: Off Noshiro about 1 mile from breakwater. jy, 
and no lighthouse. Depth exceeds 30.0 m. Bottom is soft Clay a 
wore oe Taree Berthing/unberthing in daylight only. . 


= RLEOVeVz=D 


Max. Draft Remarks 
15,000 ton Pier 
Nakajima No.1 Portside alongsi 
Nakajima No.2 110 6.8 Portside alo 

HEALTH: Radio Pratique acceptable by this year (1992). (jy 

Pratique procedure carried out at Funakawa Quarantine Arete 

(39° 51’ N., 139° 53’ E.) where inspector boards. 

RADIO: Choshi Radio. Inmarsat/telex available through Agen 

VHF: No port radio station. No VHF communication eae 

RADAR: No radar service available. 

TUGS: 2500 h.p. Tugs also available from nearby ports, 

BERTHING: 
Wharf 


_... . RIS R CD 


Length Depth Capacity Cargo 
(m.) (m.) (d.w.t.) ! 
185 10.0 15,000 Lumber, General 

Nakajima No.1 130 7:5 5,000 Logs, General 
Nakajima No.2 130 7.5 5,000 Logs, General cay 
Ship’s gear used for cargo operations. 

CRANES: Truck crane arrangeable. No heavy lift cranes availay 

BULK CARGO FACILITIES: No facilities at present. Discharges 

will be undertaken at Noshiro Power Station, when new private» 

completed (late 1992). 

STEVEDORES: Overtime work available in daylight. Rate for i» 

1,000 cu.m./day. 

MEDICAL: Hospital and treatment available. 

DENSITY: 1015 — 1018, depending on river stream. 

FRESH WATER: Available at wharves. Cost Yen 256/ton in day 

FUEL: Not available. 

CONSULS: None. Notary Public available. 

REPAIRS: Minor repairs possible. 

GANGWAY/DECK WATCHMEN: Not compulsory or available. 

OPENING/CLOSING HATCHES: Possible by stevedores, but? 

anetae as per tariff. -{ 

CERTIFICATES: Ship’s Register to show Customs Inspector: RE 

registered gross and nett tonnages and New Tonnage Certificas 

check is possible on vessel if Customs Officers onboard, but tt 
be brought to Akita Office, if Officer not attending onboard. 

CUSTOM ALLOWANCES: Only 50 cigarettes to take ashore, nog 

REPATRIATION: Only possible in special cases. 

AIRPORT: No airport locally. 

TIME: GMT plus 9 hours. No alterations during year. 

HOLIDAYS: Local holidays: January 2nd and 3rd; July 20th & 

13th and 14th; December 30th and 31st. Also 1st, 3rd and 5th Se 

of each month are non-working. 

POLICE/AMBULANCE/FIRE: Contact through Agent. 

SERVICES: Hold cleaning not available. Surveyor arrangeable § ™ 

telephone not available. Radio/Radar repairs arrangeable from! wv 


15,000 ton Pier 


BSsEeeseV2aewsczezwZ-se__ 
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area. 
SHORE LEAVE: Local Immigration Office issues shore passes. wu 
attend from Akita on ship's arrival. 
AUTHORITY: Noshiro Port Administration Office, 12 ~ 
Oomoriyama, Noshiro City, Japan 016. Te/: 0185-54-8246. oy 
AGENT: Sub-agents of Aall Barwil Agencies. 

Akita Kairiku Unso Co.Ltd. (Akita Head Office), 5-9, Nishi2® 


Tsuchizaki-Minato, Akita City, Japan 011. Tel: 018845 
Telex: 842224 Kaiaki J. Fax: 0188-45-4229. ( 
Noshiro Port Office: Akita Kairiku Unso Co.Ltd., 1-21, Ohmoy 
Noshiro City, Japan 016. Tel: 0185-54-1278. Fax: 0185-54-126! 
| 
| 
nee 
CR 
© 
NUMAZU: 35.05 N. 138.51 E. (See? 8Y 
Port Status: Closed Port. Dor 
Os 
PILOTAGE: Not compulsory. Pilot available at Tagonoura. SPI 
RESTRICTIONS: No restrictions, but pilot not available after gp) 
Draft limitation in channel 7.5 m. Tidal range: +1.99 m. to © gy, 


HEALTH: Radio Pratique and sanitary inspection not avaié® 
formalities carried out at Shimizu. 

TUGS: Available from Tagonoura and Shimizu. 
BERTHING: 


Name of Berth Length Depth Capacty 
(m.) (m.) (dwt 
North Wharf No. 1 130 7.5 5,000 
North Wharf No. 2 90 5.5 2,00 
East Wharf 180 6.5 A 
No. 1 Dolphin 23.7 5.5 2, 


No. 2 Dolphin 27.8 5.5 2,00" 
STEVEDORES: Working hours: Weekdays 0830 hrs. ~- 
(extension possible if required). 

Stevedores available at weekends (except 1st and 3rd Sunset 
holidays (except December 31st — January 3rd). 

Log gangs available. 

FRESH WATER: Available. 


2 
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stic oil is available. Bonded oil will be brought from 
“gna OF Tokyo, with sufficient advance notice. 
ans: No facilities. 

L: Lightering: Not possible. 

ares Provisions and stores can be obtained. 
: » Not available. 
caning Facilities: Not available. 
wgog cranes: Not available. 


gem: See “Shimizu”. 


NATO: 39.03 N. 141.44 E. (See Plan) 


gt LIMITS: On the line between Goishi Si. Lighthouse 
7 99 59.5"N., 141° 44' 42"E.) and Kori Si. Lighthouse 
7 (0 53"N., 141° 45’ 42” E.). 

. mre 

oes Register. 

ye sonal Tonnage Certificate. 

tots of Call Lists. 


‘yantime Declaration of Health. 

ss Port Clearance. 

dew Lists, including Passport Numbers. 

sassenger Lists. 

Sores List. 

declaration Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wist-watch, radio, firearms/swords, etc. (only at first port of call in 


Poi ee will prepare Inward/Outward Declaration, 1 Cargo 

west and Cargo Manifest in transit using specific forms. Therefore 

: esAgent should be provided with necessary information about details 
{ in advance. 

AGE: Not compulsory but strongly recommended by Port 
eaement as many fishing obstructions in the harbour, and accidents 
» occurred when no pilot onboard. Pilot boards vessels under 
‘Wg... in position Lat. 39° 00.7’ N., Long. 141° 44.8’ E., and vessels 

#5000 g.r.t. in position Lat. 39° 00.3’ N., Long. 141° 45.3’ E., during 


only. 
Boachies: Proceed to point Lat. 38° 59.2’ N., Long. 141° 47.3’ E. 
wer to avoid stationary fishing nets. 

, (HORAGES: In vicinity of pilot boarding ground, in depth of 40 m. 
in. Anchorage not suitable in strong Easterly or Southerly winds. 
SIRICTIONS: Depth of water at entrance of passage 14m. 

, | sailing not recommended at night. 

, W.SIZE: Channel: LOA 190 m., beam 30 m. and draft 14.0 m. 

‘so see “Berthing” and “Tankers”. 

, HLTH: Radio Pratique available if vessel has Japanese Sanitary 
wicate. Formalities carried out at the anchorage. 

00: Recommended Master communicates with Agent through 
ksi Radio or Nagasaki Radio which cover all ports in Japan. 

«| scfically Westbound vessel to contact Choshi and Northbound to 

«| ™act Nagasaki Radio respectively. Vessels equipped with telex may 
mlact Agent direct. 

'#:No VHF at the port. Vessels approaching port should keep watch 
| *channel 16, as Agent may use VHF of a ship in port to contact an 

teaching vessel. 

%S: Small tugs 800 h.p. and 600 h.p. available. Large tugs 

»| Mhp., 2,400 h.p. and 2,900 h.p.) can be arranged from Kamaishi 
® advance notice, they usually join vessel about 400 m. in front of 

} Gna Fl ald wharf. Ship's lines used if necessary. 


‘tie Berths: 


' Max. Draft 
5 Seth Length Depth atL.W. 
(m.) (m.) (m.) 

.| *4yamae 10,000 ton Wharf 330 9.0 9.0 
*yamae 3,000 ton Whart 210 6.0 5.0 
oda 50,000 ton Whart 270 13.0 13.0 
oda 5,000 ton Wharf 260 7.5 7.5 


“ign trading cargo vessels only berth at above public berths. 
‘toda Wharf available for handling only clean cargo for food factory 


NES: No shore cranes or floating cranes available. Mobile crane 
cut 50 tons available with advance notice. 
HANDLING FACILITIES: Coal, petroleum coke, gypsum, iron 

id quartz handled at public berths. Discharging by ship’s gear to 

shore hopper and carried by truck to stockyard. Maximum 
POR about 1,000 tons/gang per day (0800 hrs. — 1900 hrs.). 
moore a CARGO HANDLING FACILITIES: None. 
: None. 

i THEDORES: At least 24 hours prior notice excluding Sundays and 
ma required in order for Agent to arrange stevedores. Vessel must 
Hy ly keep her Agent advised of ETA. Normal working hours 
Mons 1630 hrs. Overtime surcharges 1630 hrs. — 2130 hrs. 60% 
cn of basic stevedorage; Sundays/holidays 100% additional. 
be AL: No advance notice required unless urgent. Cholera 
ween available at hospital. 

“gn''S: Kamei Pier: Max. size 35,000 d.w.t. Max. draft 9.0 m. 
rid Am: 1x8 in. Diesel oil only handled at 600 t.p.h. No slop 
ug scharge facilities available. 

Ait : Average density 1022 — 1024. 

WATER: Available only by shore hydrant. 24 hours advance 
ted, excluding Saturdays, Sundays and holidays. Delivery 
Jer! Aout 10 t.p.h. — 25 t.p.h. Cost is about Yen 253/ton in daytime. 
NE. © Surcharge of about 30%. 

‘on NeStic diesel oil is available. Bonded oil will be brought from 

@ or Hakodate, with sufficient advance notice. 


n 


Uke requi 
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CONSULS: None. 

REPAIRS: Minor deck and engine repairs available. 

DRY DOCKS: None. 

SURVEYORS: Available from Tokyo with advance notice. 

GANGWAY/DECK WATCHMEN: Not specially required unless 

passengers or valuable cargo on board. Usually ship's crew. 

OPENING/CLOSING HATCHES: Usually ship's crew. 

CERTIFICATES: Ship's Register to show Customs Inspector ship's 

registered gross and nett tonnages. Valid Cargo Gear Certificates 

sometimes required by stevedores when cargo gear maintenance 
appears to be poor. 

CUSTOMS ALLOWANCES: Only allowed 20 cigarettes to take ashore, 

but no spirits. 

REPATRIATION: Possible via Tokyo by train. 

AIRPORT: Nearest is Hanamaki Airport, about 97 km. from Ofunato by 

taxi. Hanamaki/Osaka 2 flights/day; Hanamaki/Sapporo 2 flights/day; 

Hanamaki/Nagoya 1 flight/day; Hanamaki/Tokyo no flights. 

Use of Hanamaki Airport is not recommended. 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 

HOLIDAYS: National holidays: January 1st and 15th; February 11th; 

March 20th (changing); April 29th; May 3rd, 4th and 5th, September 

15th and 23rd (varies); October 10th; November 3rd and 23rd; 

December 23rd. 

Local holidays: January 2nd and 3rd; August 14th, 15th and 16th; 

December 31st. 

National holidays and local holidays available for working after 
discussions with stevedores. 

POLICE/AMBULANCE/FIRE: Police 110 (emergency); Ambulance/Fire 

119 (emergency). 

EMERGENCY CO-ORDINATION CENTRE: Maritime Safety Agencies: 
Shiogama Hoan. VHF Channel 16. Tel: 022-362-4999 (24 hours). 
Kamaishi Hoan. VHF Channel 16. Tel: 0193-22-4999. 

TELEPHONES: No facilities for placing telephones on board. 

SERVICES: No tank cleaning equipment; no facilities for discharge of 

tank washings; compass adjusting difficult; radio and radar repairs 

available by travel from other port, with advance notice; supply of charts 
available by sending from Tokyo area, with advance notice; nautical 
publications, sounding paper, course recorder paper, Notice to Mariners, 

Safety equipment available, only by sending from Tokyo area, with 

advance notice; extension of certificates available by surveyor travelling 

from Tokyo area, with advance notice. 
Provision/stores supply available, but deck/engine stores not available 
at Ofunato. Laundry available if long stay in port. 

STORING: Public Berth: Trucks proceed alongside and can use forklifts. 
Kamei Pier: Truck can proceed to within 70 m. and then only by hand. 

No forklift available. 

Anchorage: Difficult and dangerous due to ocean/bay. 
Customs permit required for all storing. 
Local riggers can be employed to assist with storing. 

SHIP SUPPLY SERVICE: No craft or helicopters for transfer of stores. 

Ferry service available to anchorage, weather permitting. 

SHORE LEAVE: Possible. 

IDENTIFICATION CARDS: Immigration issue shore passes on Master's 

application. Valid for 7 days to 15 days, and possible extension. 

REGULATIONS: Normal port regulations. 

GENERAL: Be aware of dense fog during April through to August. Be 

aware of fishing vessels operating in the neighbourhood and fishing nets 

and tackle. Be aware of continuous blowing of seasonal strong N.-N.W. 

— during Winter season, so prepare many good lines for mooring to 
rths. 

AUTHORITY: Iwate-Ken Ofunato Doboku-Jimusho, 6-1, Maeda,|kawa- 

cho, Ofunato-shi, lwate-ken, 022 Japan. Tel: 0192-27-9919. 

Port Branch Office: Te/: 0192-27-2449. 


AGENT: Sub-agents of Aall Barwil Agencies. 

Morita & Co.Ltd., 1-1, Nonoda, Ofunato-cho, Ofunato City, Iwate 
Pref.022, Japan. Tel: (0192) 26-5131. Telex: 838232 Morita J. 
Fax: (0192) 26-5133. Cables: Morita Ofunato. 


OITA: 33.17 N. 131.40 E. (See Plan) 


DOCUMENTS: When vessel arrives direct from a foreign port, Customs 
Officials will board to search the vessel. 
The following documents are to be submitted: 
Quarantine: (Tel: 0975-21-2394) 
See “Health”. 
Customs: (Tel: 0975-2-2691) 
Crew Manifest (1) (state full name/rank/passport nos./date of birth). 
List of Ship's Stores (1) (to be attached Arms/Ammunition and 
Narcotics List). 
Declaration of Crew's Baggage (1). 
Inward/Outward Declaration (1) (Ship’s agents will prepare). 
Cargo Manifest for Discharging (1) (Ship’s agents will prepare). 
Cargo Manifest for Through (1) (Ship's agents will prepare). 
Declaration for Payment of Tonnage Dues (1) (Ship’s agents will 
prepare). 
The following ship’s documents will be checked by Customs: 
Ship's Register. 
International Tonnage Certificate. 
Last Port of Clearance. 
Immigration: (Tel: 0975-27-3754) 
Crew Manifest (2). 
Ports of Call List (1). 
Inward/Outward Declaration (1). 
1st Japanese port: Ship's agent is to take Passports and/or Seaman's 
Books to Immigration Office and obtain the Crew Landing Passes. 
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Harbour Master: (Tel: 0975-21-0115) 
Crew Manifest (1) 
Inward/Outward Declaration (1). 
Vessel’s with dangerous cargo: Application for Permission for ship's 
stay in port and Application for Permission for dangerous cargo work 
to be obtained from the M.S.A. in daytime. 

Port Authority: (Tel: 0975-58-5111) 
Inward/Outward Declaration (1). 


PILOTAGE: Inland Sea Pilots’ Association, Moji office. (Tel: 093-332- 
7191). 

(a) Harbour and Sea pilotage are not compulsory, but foreign vessels 
are recommended to employ pilots in view of the many fishing 
boats/nets in the area between Sekisaki/Oita (via Bungo Suido) 
and/or Hesaki/Oita (via Kanmon Strait). 

(b) Request for pilot must be made at least 24 hours in advance and 

Pilot should be kept closely advised of vessel's ETA at the pilot 
station. 
Sekisaki Pilot Station, 3 miles South of Sekisaki Lighthouse (vessel 
transitting Bungo Channel). Position: Lat. 33° 13.5'N., Long. 
131° 58’ E., for VLCC’s Lat. 33° 13’ N., Long. 131° 58’ E. 

(d) Hesaki Pilot Station at East side of Kanmon (Shimonoseki) Straits. 
Position: Lat. 33° 56’ 24” N., Long. 131° 03’ 12” E. 

(e) Communication with Pilot: VHF Channel 16 through Oita Port 
Radio. Tel: 093-332-7191. Telex: 715313 Anjin J. Cable Address: 
“Anjin Moji’. 

Shipmaster’s Report: April 1988. 

Inland Sea Pilot not compulsory in the Inland Sea from Se Saki to 
Oita or from Oita to He Saki (entrance to Kanmon Kaikyo) 

Nor is pilotage compulsory from Se Saki (Bungo Suido) to He Saki. 

In the Inland Sea, pilotage is compulsory for vessels over 10,000 g.r.t. 
in Kurishima Kaikyo, Bisan Seto and Akashi Kaikyo. 

At Oita, Harbour Pilot is not compulsory, however it is advisable to 
make use of the services of a Harbour Pilot as the tug Captains do not 
speak English, which might cause language problems if no Harbour Pilot 
is employed. 


ANCHORAGES: 
No. Depth 


(m.) (g.r.t.) 
No. 1 37-38 Under 20,000 Lat. 33° 16.5’ N., Long. 131° 38.7’ E. 
(265°, 3,400 m. from Tsurusaki Hakuchi Breakwater East Lighthouse “A” point, 
within radius of 100 m. from the centre). 


(c 


~ 


Capacity Position 


No. 2 52-53 No limit Lat. 33° 17.2’ N., Long. 131° 42’ E. 
(59°, 1,960 m. from “A” point). 
No. 3 45-46 Under 50,000 Lat. 33° 16.8’ N., Long. 131° 42.8’ E. 


(80°, 2,870 m. from “A” point). 


No. 4 31 Under 20,000 Lat. 33° 16.4’ N., Long. 131° 43.4’ E. 
(93°, 3,800 m. from “A” point). 
No. 5 26-27 Under 30,000 Lat. 33° 15.7’ N., Long. 131° 44.7’ E. 


(286° 2,740 m. from Hiyosibaru Hakuchi Breakwater East Lighthouse “B” point). 


No. 6 23-24 Under 20,000 Lat. 33° 15.5’ N., Long. 131° 45.8’ E. 
(294°, 1,000 m. from “B" point). 

No. 7 31-32 No limit Lat. 33° 15.9’ N., Long. 131° 45.3’ E. 
(304°, 2,050 m. from “B" point). 

Shin Nittetsu 5,000x3 (Area encircled by 4 points of: 


off Anchorage 3,000x3 (a) 278°, 1,310 m. 

(b) 249°, 1,200 m. 

(c) 219°, 170 m. 

(d) 330°, 550 m. from Otozu Breakwater West 


Lighthouse). 


Quarantine 
Anchorage 


25 m. — 43 m. Lat. 33° 16’ N., Long. 131° 46’ E. 


*It is necessary to obtain permission from Harbour before vessel's 
arrival. 


RESTRICTIONS: 
Berthing: During daytime only (Summer: 0600 hrs. — 1800 hrs.; 
Winter: 0700 hrs. — 1700 hrs. 

Tankers and LPG Carriers must be berthed in time to start cargo 
operations before sunset. 
Departure: Night departure from wharves is generally impracticable, 
except for dry cargo vessels at N.S.C. Sea-Berth and Seihin Berth which 
can depart up to 2000 hrs. However, this will depend upon condition of 
weather, etc. 
Fishing Nets: Fishing nets are laid during the night between August and 
December, even in fairway and approaches. 


MAX. SIZE: See “Berthing” and “Tankers”. 


HEALTH: Tel: 0975-21-2394. 

(a) Quarantine Station: Lat: 33° 16’ 00” N., Long: 131° 46’ 00” E. 

(b) Quarantine inspection is not allowed inside port except when 
weather or other special reasons prevent the quarantine boat 
from approaching ship at anchorage. 

Quarantine is effected in berth for vessels of more than 10,000 

g.r.t., provided the vessel possesses valid (i) Derat Exemption/ 
Fumigation Certificate. (ii) all crew/passengers are healthy. 
(Radio message from ship's Master for these items are required 
2 days in advance). 

(c) Quarantine service is rendered between 0830 hrs. — 1700 hrs. in 
Summer and between 0830 hrs. — 1600 hrs. in Winter. 

(d) ‘“Q" flag should be hoisted until ship has Free Pratique. 

(e) When ship arrives from plague infected or suspected area within 
10 days after she left such place, a 24 hour special quarantine 
is required. 


1136 


(f) Radio Free Pratique is possible, pie ae the ship has vale 
Exemption/Sanitary Inspection Certificates. a] 
The Master has to radio or telex the Quarantine Officg 


agent 36 hours prior to arrival, except Saturday, Sung 
holidays, in compliance with rules. : 
The following documents are to be submitted: “ 
Declaration Inward/Outward. | 
Crew List. nn 
Maritime Declaration of Health. = 
Ports of Call list. on 
RADIO: Recommended Master communicates with Agenj # 
Choshi Radio or Nagasaki Radio which cover all ports in Pa) - 
specifically Westbound vessel, to contact Choshi, and Northtgg, q 
contact Nagasaki Radio respectively. 
VHF: Vessel can keep in direct contact with port authorities i, ‘ 
to their arrival, berthing instructions and Pilot's requiremen, | 5 
through VHF, the details of which are as follows:— ry 
(a) Call sign: Oita Port Radio. Tel: 0975-75-1819. 
(b) Location of radio facilities: The transmitting and receiv & 
is located at the top of Mount Tohmiyama, Saganoseki 
(c) Channel: Simplex 16 (Calling) a 
12 (Communicating) On 
14 (Communicating) 
Antenna power: 50 W. aq 
(d) Operating Hours: 24 hours. oh 
(e) Communicating range: Within a radius of 100 km. from thes 
at sea. 
TUGS: a 
Tug HRs Tel. Chemical Fire Extingy 
Yuhi Maru 3,400 3-2166 Class 3, 4 
Koho Maru 3,400 6-2334 Class 3, 4 
Kota Maru 3,400 2-6212 Class3,4 — 
Arita Maru 3,500 2-6441 Class 3,4 py 
Yoshida Maru 2,400 2-6964 Class 3,4 
Hikita Maru 3,200 3-2341 Class 3,4 
Nippo Maru 3,400 3-4522 Class 3, 4 
Ryusei Maru 2,400 6-2854 Class 2 
Udo Maru 2,000 2-5071 
Yusho Maru 2,600 4-3441 
Kakuho Maru 3,200 2-8702 Class3,4. = 
Kunisaki Maru 3,500 2-9193 Class 3,4 ™ 
It is a practice to use tug’s line for berthing/unberthing. 
BERTHING: 
Public Berth: 
No. of 
District Berth ae ‘ana Berths Remarks 
m. m. 
Nishi-Oita st , yee 7 a 
10. a Z 
No. 3 Wharf 60 86.45 1 | Coasters 
No. 4 Wharf 6.0 160 2 
Ferry Pier 6.0 80x2 2 Passenger Teme 
Sumiyoshi —_No. 1 Wharf 10.0 370 2 Ocean going (18 — 
d.w.t.) Ot 
Reaver $3 18S 
10. jal \ 
No. 4 Wharf 45 570 7 Coasters PY 
No. 5 Whart 6.0 105 1 Nig 
Otozu No. 1 Wharf 75 390 3 Ocean/Coaste's 
No. 2 Wharf 5.5 180 2 
Tsurusaki West Wharf 4.5 240 4 Coasters 
West Wharf 5.5 180 2 Coasters 
East Wharf 45 480 8 Coasters 
Ohzai —5.5 Wharf 5.5 560 6 Ocean/Coasiers 
—7.5 Wharf 7.5 680 5 Ocean/Coastes 
—10.0 Wharf 10.0 185 1 Gosen going (150 
w.t) 
—12.0 Wharf 12.0 240 1 Ocean going (#8 — 
d.w.t. Noy 
Hiyosibaru  —5.5 Wharf 55 270 3 Coasters ¢ 
—7.5 Wharf 15 260 2 Ocean/Coaster 
Private Berth: For Ocemgoing vessels. 
ax. 
Name & Type Safe 
Company of Berth Draft Length Capacity Remars ‘ 
; (m.) (m.) d.w.t. N 
Kyushu Oil No. 1 Dolphin 19.80 480 270,000 = 
Sonar is installed on main platform for control of ship's manoeuvring Ota 
No. 8 Whart 6.9 113 6,000 
No. 10 Wharf 6.9 113 6,000 
Showa Denko Sea-berth 153 300 99,909 © 6s50mpr 
Sonar is installed on main platform for control of ship's manoeuvring. > 
No. 1 Dolphin 4.5 89 1,300 1,557 9! ME 
No. 4 Dolphin 6.75 125 5,500 7,667 9 
No. 6 Dolphin 5.94 100 3,500 2,999 9! and 
No. 12 Wharf 6.5 110 5,300 3.33598 
No. 13 Wharf 5.85 __ 100 3,500 3,079 
Oita Terminal Sea-berth 15.3 300 99,999 65,008 | 
Industries No. 6 Dolphin 5.94 100 3,500 298" 
(Oita also share Showa Denko facilities). > 
Nippon Steel  Sea-berth N-1 21.50 435 200,000 Coaot TAR 
Sea-berth N-2 25.0 450 300,000 Coalo® 
Sonar is installed on wharf at fender side for control of ship's manoeuvn"e uni 
Otozu E-3 11.0 240 30,000 Doy 
E-4 11.0 200 30,000 | os De 
E-5 12.0 200 50,000 Steel Bop 
E-6 12.0 200 50,000 | ys 
E-7 12.0 200 50,000 
Larger size vesseis (maximum 50,000 d.w.t. and 250 m. L.O.A.) can be K 
accommodated at the wharves, using 2 berths. 0 t a 
Nippon Steel No. 1 Dolphin 4.76 100 2,213 1,08 Oe 
Chemical —_No. 2 Dolphin 6.18 100 3,250 1,58 
No. 3 Dolphin 4.71 90 1,832 ep 


Max 
Name & Type Safe 
of Berth Draft Length Capacity Remarks 
Fadl (m.) (m.) d.w.t. 
D Quay 4-8 150 10,000 


eh — Quay 2-8 150 8,000 
nese berths it is necessary to use pontoons (10 m. x30 m.x3 m.) between ship 
r 


Sm 
5% Kyobi Gaiko 13.10 360 66,769 


wr stalled on main platform for control of ship's manoeuvring. 
11.4 272 70,000 


G LNG berth 
as ig nstalled on main platform for control of ship's manoeuvring. 
Ze00RES/CARGO HANDLING FACILITIES: 
we Wharves: For Ocean-going vessels. 
¥ Stevedores 
ash Tsurusaki 


Facilities 
Warehouses No. 1 and No. 2 (3,400 sq.m.). 


Sealand Cargo handling area: 13,583 sq.m. 
Nippon Express No shore crane, but truck crane available. 
Oita Kairiku Working hours: 0800 hrs. — 1700 hrs. (No work on 
Sunday and holidays). 
~ Tsurusaki Warehouse of 1,600 sq.m. 
Sealand Cargo handling area of 8,047 sq.m. 
No shore crane, but truck crane available. 
3 Tsurusaki Warehouses No. 1, No. 2 and No. 3 (7,500 sq.m.). 
Sealand Cargo handling area of 77,114 sq.m. 


Nippon Express Cargo stock yard of 68,081 sq.m. 


Oita Kairiku No shore crane, but truck crane available. 
eetau —- Tsurusaki No warehouse. 
Sealand Cargo handling area of 23,570 sq.m. 


Nippon Express Cargo stock yard of 3,104 sq.m. 
Oita Kairiku No shore crane, but truck crane available. 


sale Berths: For Ocean-going vessels. 
roxy Stevedores Facilities 
wv Ol ~—- Tsurusaki No. of arms; 4 lines for crude oil, 1 line for F.O. 
Sealand Diameter; 12 in. for (C.O. & F.O.) 
8 in. for Gasoline, Kerosene and G.O. 
Discharging rate; 10,000 kl./hr. for C.O. 
2,500 kl./hr. for F.O. 
1,200 kl./hr. for Gas.Kero.Gas. 


Sea Berth: Naphtha: 2 unloading arms (12 in./ 
ANSI 150) 5000 kI./hr. by 2 arms (Max. pressure 
5.0 kg. at Manifold). 

Propane/Butane: 2 unloading Liquid arms (Propane 
and Butane) — 12 in./ANSI 150. 

2 unloading Vapour arms (Propane and Butane) — 
8 in./ANSI 150 2,000 kI./hr. (Max. pressure 5.0 kg. 
at Manifold. 

No. 4 Dolphin: Ethylene: 1 loading Liquid arm 

(6 in./ANSI 150) and 1 Vapour arm (4 in.ANSI 150) 
200-220 tonnes/hr. 

Propylene: 1 loading Liquid arm (6 in./ANSI 150) 
and 1 Vapour arm (4 in./ANSI 150) 110-130 
tonnes/hr. 


Sea-berth: LPG 
Number of unloading arms; 2 Liquid, 2 Vapour. 
Diameter; 12 in. ASA (ANSI) 
Discharging rate; 2,500 kI./hr. 
‘}@mSleel = Tsurukai Shore cranes for loading steel products: 
Nittetsu Trans. 50 Tonx2, 35 Tonx1, 30 Tonx3, 20 Tonx3 


i Denko SDK 


hleminal SDK 
rasines 


(Seihin Berth) Loading rate; (Coils) 200 tons per hr./gang/hatch. 
Working hours: 0700 — 1500, 1500 — 2200, 
2200 — 0700. 

Kamigumi Shore crane for discharging Ore/Coal, etc. 

(Raw material) 81 Tonx3. 


Discharging rate: 
Ore: 1,600 t.p.h./crane/hatch. 
Coal: 1,300 t.p.h./crane/hatch. 
Working hours; 0600 — 1400, 1400 — 2200, 

va 2200 — h 
Steel = Tsurukai Berth No. 1 
Denial Cargo out (See Note 1) 4 in.x1: 300 t.p.h. 

Cargo in (See Note 2) 6 in. JISx 1: 300 t.p.h. 
Berth No. 2 

Cargo in (See Note 2) 8 in. JISx 1: 300 t.p.h. 
Berth No. 3 

Cargo out (See Note 1) 8 in. JISx1: 400 t.p.h. 
1: Stylene Monomer, Benzene, Tolene and Xylene. 
2: Crude Benzene. 
a6 Oita LPG Number of arm: 3 liquid, 2 vapour. 
Diameter: 12 in. ANSI. 
Discharging rate: 2,500 kI./hr. 
Number of arms: 3 liquid, 1 vapour. 
Diameter: 16 in. ANSI. 
& Discharging rate: 11,000 kI./hr. 
™ ‘AL: No advance notice required except on Sundays, holidays 

an emergency. 


"WS Oita LNG 


| “2 Hospital (appointed by Immigration Authorities) 22-3131. 
“guma Hospital (appointed by Immigration Authorities) 34-2658. 
yama occulist 27-5409. 

i Dental office 27-2743. 


wena ear, nose & throat hospital. 
+ BERS: See “Berthing” and “Stevedores/Cargo Handling Facilities”. 
tng 8: It is compulsory to stretch an oil fence around the vessel 
wh Stay at Sea-berth of Nippon Steel Corporation and No. 1 
berth of Kyushu Oil Co., (submarine type of rubber oil fence is 
hg Stalled) from arrival until departure. 
ire Precautions: Each tug is equipped with a fire extinguishing 
” weed attending to emergency cases on request. 
Oil Co. owns a special boat equipped with an extinguishing 
t “4 no ready to stand-by when a tanker is berthing or unberthing, 
Q pense. 
oSalast Facilities: Facilities have been constructed by the Oita New 
88 City Development Bureau at No. 2 Reclaimed Land. 


JAPAN 


The facilities can accommodate 2 ships (1 berth, length 60 m. x depth 
4.5m. and 1 berth, length 100 m. x depth 5.5 m.) of maximum 3,000 
g.r.t. and 2 tanks capable of storing 600 cu.m. each, also 2 sets of 
separators for oily water. 

The fixed charge is 170 Yen per ton for ballast water and 1,700 Yen 
per ton for bilge water. 

Additional charge for overtime is 50%. 

DENSITY: (Average): 
1023 in Summer season at Sumiyoshi. 
1023 in Summer season at Sea-Berth. 
1021/1023 in Summer season at Otozu Hakuchi. 
1024 in Winter season at Sumiyoshi. 
1025 in Winter season at Sea-Berth. 
1021/1025 in Winter season at Otozu. 

FRESH WATER: 

Public Wharves: 


Rate of No. of 
District preci Hydrants Vendor 
t.p.h. 
Sumiyoshi 15 8 Oita Kairiku. Tel: 32- 
3156. 
Otozu 20 3 Tsurukai. Tel: 21-1135. 
Ohzai 20 13 Tsurukai Unyu. Tel: 92- 
2266. 
Hiyoshibaru 20 = 


Tsurukai Unyu. Tel: 92- 
66 


2266. 
150 ton water barge available at Oita (Tsurukai. Tel: 21-1135). 
Private Berths: 


Kyushu Oil 25/30 1 Kyuseki. 
Showa Denko 25/30 a Shoden. 
N.S.Chemical 1 1 Shinnikka. 
Nippon Steel 

Sea-berth 30 6 Oita Rinkai. 

Seihin 30 21 Oita Rinkai. 
Oita LPG 30 1 Kyobi Service. 
Oita LNG None 


FUEL: Bonded bunkers are supplied by oil barges (except vessels at 
Kyushu Oil No. 1 dolphin where rate of delivery is 450 kI./hr.). No LFO 
at Kyusho Oil. Notice of 5-6 days required for bunkers. 

The rate of delivery: 200/500 t.p.h. 


Suppliers Delivery Agents Installation 
Shell Sekiyu K.K. Ueno Unyu Shimonoseki 
Esso Oil Co. Nisshin Tanker Shimonoseki 
Mobil Oil Co. Nisshin Tanker Shimonoseki/Oita 
Caltex Oil Co. Shimazu Kaiun Shimonoseki/Oita 
Mitsubishi Corp. Sanem Shoji Mutsure/Iwakuni 
Kanokawa 
Mitsui & Co. Chikko Kogyo Oita 
C. Itoh & Co. Asahi Tanker Matsuyama 
Chikko Kogyo Oita 
Nissho-Iwai Co. Nisshin Tanker Mutsure 
Matsuyama 
Nippon Mining Co. Nippon Tanker Mizushima 
Idemitsu & Co. 
Sumitomo Shoji Asahi Tanker Tokuyama 
Marubeni Corp. 
Kanematsu-Gosho Co. Nagai Kaiun Kokura 
Asahi Tanker Tokuyama 


Fuelling is permitted only during the hours of daytime, observing as 
always the strict precautions against oil spills into the harbour. 
CONSULS: There are no consuls in the Oita District. A Notary Public 
is available for Noting Protest, etc. Contact: Tatsuji Nakano, Tel: 0975- 
35-0888. 

REPAIRS: Minor repairs for Deck and Engine can be undertaken by 
Kitakyushu Marine Industries Co., Ltd., Oita factory (Tel: 58-2888). 

Repairs to navigation equipment and tools have to be despatched to 

Kitakyushu and Kobe, repectively. 

DRY DOCKS: None. 

GANGWAY/DECK WATCHMEN: Not specially required unless 
passengers or valuable cargo on board. Available from Moji. 
OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches. If any time lost by ship's crew doing this work, 
stevedores charge ship for waiting. Recommend request stevedores for 
this work unless crew can complete it before berthing. 
CERTIFICATES: Ship's Register and International Tonnage Certificate 
to show Customs Inspector ship's registered gross and nett tonnage. 

Sometimes, MSA Officer will attend the vessel for inspection of safety 
operation and validity of all ship's certificates. 

CUSTOMS ALLOWANCES: Only allowed 60 cigarettes to take ashore, 
but no spirits. 
SURVEYORS: 
(a) Classification Societies: 
Nippon Kaiji Kyokai 
Lloyd's Register of Shipping 


(Moji) 
(Nagasaki or 
Shimonoseki) 


American Bureau of Shipping (Nagasaki) 
Bureau Veritas (Fukuoka) 
Norske Veritas (Kokura) 


(b) Cargo Surveyors: 

Lloyd's Agents 

Nippon Kaiji Kentei Kyokai NKKK 

Shin Nippon Kentei Kyokai 

Far East Superintendence Co., Ltd. 

Japan Inspection Co. 
REPATRIATION: Possible. 
AIRPORT: Oita Airport: approx. 56 km. to the airport via land. Approx. 
16 miles to the airport via sea (hovercraft). Hovercraft run between Oita 
City and the New Oita airport. Domestic line only, Japan Air System — 
JAS (Tel: 09786-7-1191) and All Nippon Airways — ANA (Tel: 09786-7- 
1161). 


093-331-1311 

0975 — 58 — 3951 
0975 — 27 — 4111 
0975 — 58 — 9225 
0975 — 58 — 7020 
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TIME: GMT plus 9 hours. No alteration made to clocks during year. 
POLICE/AMBULANCE/FIRE: Police tel. 110; Ambulance and Fire 119. 
TELEPHONES: Telephones can be placed on board at 3-4 days notice. 
SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
only 7 days, but 15 days’ extension possible if ship stays longer or is 
visiting more than one port. 

According to Customs regulation, ship's crew members are requested 
to land ashore by designated Mini bus or launch from ship at Sea-berth 
and by launch from ship at Seihin wharves via Customs House. 
GENERAL: Japan Maritime Disaster Prevention Centre: 

Tsurusaki Sealand Transportation Co. Ltd. is appointed by the Japan 
Maritime Disaster Prevention Centre as 2 hours base, in regard to the 
stockpiling and use of the materials for removal of discharged oil by the 
Marine Pollution Prevention Law (Law No. 136 of 1970). 

Oil recovery boat “Yunoshio” is under the management of Oita Rinkai 
Kogyo. 

Restrictions: \t is prohibited to pump out bilges, to throw overboard 
sweepings, waste or garbage of any kind and cleaning dust out of holds, 
whilst the vessel is in port or in pilotage waters according to regulations. 
Also, not permitted to wash ship's deck and painting ship's outside shell 
platings. 
SERVICES: 
Tally: 
Japan Cargo Tally Corporation 
All Nippon Checkers Corporation 
Provisions, Stores and Charts: 

(a) Fresh and sea provisions and deck and engine stores are 
obtainable. 

Provisions: Tsurusaki Sealand Transportation Co., Tel: 0975- 
21-1135; Maruman Senshoku Co., Tel: 21-6161; S.U. & Co. Ltd. 
(Moji); Kanaya & Co. Ltd. (Moji). 

Stores: Toyo Ship Chandler Co. Ltd., Tel: 0975-21-2333; 
Machine Co. (Moji). 

Dunnage: Mitsubishi Corporation, Tel: 0975-58-7101. 

(b) Charts: Oita Rinkai Kogyo, Tel: 0975-58-9588. Only Japanese 
charts are available locally. B.A. and H.O. charts can be obtained 
from Kobe and Yokohama, repectively, with adequate notice. 

Crew Handling Service, Watchmen and Hold Cleaning: 

(a) Crew Handling Service: Oita Marine Service Co., Tel: 0975-21- 

5178 


0975-58-0704. 
0975-34-1749. 


(b) Hold Cleaning: Koei Shokai and Ginyo Shoji Co. Ltd., (Moji). 

(c) Watchmen: Can be arranged. 

Ferry and Mini-Bus Service: Tsurusaki Sealand Transportation Co. Ltd., 
tel: 0975-21-1135. 

Laundry: Sanyo Cleaning Co., Ltd., Tel: 0975-27-4366. 

Fumigation: Koei Shokai and Toyo Fumigation Co. Ltd. (Moji). 

Car Ferry: 

(a) Diamond Ferry boats are in regular service between Oita and 
Kobe via Matuyama, two trips a day. 

(b) Kansai Kisen Ferry is in regular service between Beppu and 
Kobe-Osaka, 3 trips a day. 

DEVELOPMENTS: 

(a) Oita Prefectural Office plans to develop Marine Recreation Zone 
at Nishi Oita District (Port Renaissance 21: Water front plan) 
which will contain a yacht harbour, artificial beach, ocean traffic 
zone and marine terminal, etc. 

(b) Showa Denko is developing 201,000 sq.m. for petrochemical 
industries on reclaimed land at Berths No. 6A and 6B. 

(c) Nippon Shokubai is developing 337,000 sq.m. on reclaimed land 
at Berth No. 6C. for manufacturing catalyst. 

(d) Nissan Automobile Co. is developing 690,000 sq.m. on reclaimed 
land at Berth No. 6C for manufacturing car engines. 

(e) Mitsui Zosen, already located on reclaimed land at No. 7A, is 
planning to build new factories for expanding their present 
business. 

(f) The Oita Port Authorities have a plan to build new wharves of 
13 m. depth and 520 m. length, 10 m. depth and 170 m. length 
and 7.5m. depth and 130 m. length, at Ohzai District, thereby 
revising an original plan. 

AUTHORITY: Shin Sangyotoshi Kaihatsu-Kyoku, Ohita Pref., 3-33, 
Mukaibaru Nishi 1-chome, Ohita City Te/: (0975) 58-5111. 
AGENT: Sub-agents of Aall Barwil Agencies. 

Green Shipping Ltd., Oita Branch, 934 Aza-Jihama Kaiwara, Oita City, 
870-01 Japan. Tel: 0975-21-3015. Fax: 0975-22-2136.Telex: 7722-84 
Greeno J. Cables: “'Greenship Oita”. 


OMAEZAKI: 34.36 N. 138.13 E. 


DOCUMENTS: 
Ship's Register (and International Tonnage Certificate, if Register 
does not indicate gross and nett tonnages). 
Last Port Clearance. 
6 Crew Lists, including Passport numbers. 
4 Passenger Lists. 
2 Stores Lists. 
2 Declarations of Crew's Baggage. 
PILOTAGE: Not compulsory. Pilots are available at 
Lat. 34° 38’ 05” N., Long. 138° 14’ 07" E. 
RESTRICTIONS: Draft limitations in the channel is 11.0 m. 
Entry and berthing are allowed in daytime only. Unberthing and sailing 
may be allowed up to 2100 hrs. 
HEALTH: Radio Pratique is available and ordinary quarantine inspection 
takes place at anchorage or at berth. 
TUGS: 1 x 1,660 h.p. 
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(See Plan) 


position 


BERTHING: 
Permissible “3 

Length Depth Draft LOA (Cy, 
(m) (m) (m) (m) 
130 75 68 110 ‘g9 

130 7.5 6.8 110 Sh 

Nishi Futo No. 1 12.0 220 ty 
Nishi Futo No. 2 240 12.0 11.3 220 my 

STEVEDORES: Normal working time is 0800 hrs. to 1600 hrs Om 

available from 1600 hrs. to sunset for logs, and up to 2100 hrs tre fu 
Sunday/holiday work is limited from 0800 hrs. to 1600 hs. ip 

work on 1st and 3rd Sundays. Log gangs available. 

FRESH WATER: Available from shore. 

FUEL: Domestic oil is available. Bonded oil to be brougt 5 


Name of Berth 


Chuo Futo No. 1 
Chuo Futo No. 2 


Yokohama, with sufficient advance notice. o 
REPAIRS: Minor repairs possible. 

GENERAL: Immigration: The authorities come from Shimizu, 
Lightering: Not possible. 

Shipchandlers: Provisions are obtainable. 

AGENT: Sub-agents of Aall Barwil Agencies. 

Suzuyo & Co.Ltd., 11-1, Irifune-cho, Shimizu City, Shizuoka Pre, 
Japan. Tel: (0543) 54-3115. Telex: 3965-671 Suzuyo J. Fax: (is 
2935. Cables: Suzuyo Shimizu. Se 

| 

st 

su 

‘s 

a 

is oy 4 oF 

OMISHIMA (Ohmishima), Inokuchi Port: mu 
34.16 N. 1330 $ 

, - n 
Refinery closed in 1988. x 
ue 

TA 

Hy 

Ne 

Oe 

FR 


ONAHAMA (Iwaki City): 36.56 N. 140.55 E. (See? sy 
Yo 


= Port is protected by breakwater, 7,910 m. long and is open! o 
outh. 
DOCUMENTS: 
Ship's Register. 
Last Port Clearance. 
3 Voyage Memo (Ports of Call). 
4 Crew Lists including Passport Numbers. 
4 Passenger Lists including Passport Numbers. 
1 Stores List. 
1 Declaration of Crew's baggage, i.e. tobacco wine/spirits, aa 
tut 


wrist-watch, radio, firearms/swords, etc. (only at first por de 
Japan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 0TIN 
Manifest and Cargo Manifest in Transit using specific forms. Thet PO 
ship's Agent should be provided with necessary information about a 
of cargoes in advance. Tel 
PILOTAGE: No means of communication with Pilots and vesselss AU 
arrange pilotage by advising Agent of ETA. Not compulsory; Pics Tat 
available at the anchorage (Lat. 36° 53’ 05” N., Long. 140° 54E 4g 
vessels requiring Pilot services. C 

For Tankers at Lat. 36° 52’ 05” N., Long. 140° 54’ 00" E. Ful 
ANCHORAGES: Just outside No. 1 West Breakwater. Depth dt ty 
14m. — 22 m. 

RESTRICTIONS: Restriction only by ship's draft. Depths of 
alongside wharves 9 m. and 10 m. at low tide, and rise of tide s* 
1.40 m. at Berthing daylight only. Unberthing at Pilot's opt? 
MAX. SIZE: Tankers: Sea Berth: Max. 99,999 d.w.t. Depth 
Max. safe draft, 13.50 m. (Also see “‘Berthing’”’). 

HEALTH: Radio Pratique available. Formalities will be carried ou'® gy 
after berthing. Pe 
RADIO: Recommended Master communicates with Agent 
Choshi Radio or Nagasaki Radio, which covers all ports in Ja F 
specifically Westbound vessel to contact Choshi, and Northbo# “ 
contact Nagasaki Radio respectively. ot 
TUGS: Normally join vessel on passage from anchorage. Vessel’ 
used. 3 tugs available, 1<3,600 h.p., 13,000 h.p and 12,600! 


BERTHING: No specific requirements. Pilot boarding time will be 
by ship’s Agent mainly by radio. 
Name of Permissible Shot 
Pier Length Depth Draft Capacity Ca k 
(m.) (m.) (m.) (d.w.t.) 
No. 1 PierNo.5 130 7.5 7.0 5,000 
No.6 100 5.0 4.5 1,000 . 
No.7 100 5.0 4.5 1,000 
No. 2 Pier No.1 165 9.0 9.0 10,000 -& =, 
No.2 185 10.0 9.75 15,000 & 
No.3 130 7.5 7.0 5,000 \ 
No.4 130 fe 7.0 5,000 Py 
No. 3 PierNo.1 175 10.0 9.7 15,000 By 
No.2 175 10.0 9.75 15,000 & | 
No.3 175 10.0 9.75 15,000 §& 4, 
No.4 175 10.0 9.75 15,000 & 4 
No. 4 Pier No. 1 90 4.5 4.0 1,000 lon 
No.2 200 10.0 9.7 15,000 3 
No.3 200 10.0 9.5 15,000 4 
No.4 100 6.0 5.5 3,000 Lon 
No.5 100 6.0 5.5 3,000 ‘e 
No.6 100 6.0 5.5 3,000 


J Permissible Shore 
ad Length Depth Draft Capacity Cranes 
¥ (m.) (m.) (m.) (dwt) 

per No. 1 270 13.0 11.3 50,000 20tx1 
: No.2 270 13.0 11.3 50,000 20tx 1 

No.3 185 10.0 9.75 15,000 
No. 4 185 10.0 9.75 15,000 
No.5 130 7.5 7.0 5,000 
, (Logs Discharge) 
po Pet 1 585 10.0 9.7. 15,000 
| No.2 185 10.0 9.7. 15,000 
No.3 185 10.0 9.7 15,000 
No.4 130 7.5 7.0 5,000 
| Pier 
No.1 130 7.5 7.0 5,000 
No.2 130 7.5 7.0 5,000 
No.3 185 10.0 9.75 15,000 
No.4 185 10.0 o75 15,000 
No.5 130 7.5 7.0 5,000 
No.6 130 7.5 7.0 5,000 
No.7 130 ris 7.0 5,000 
No.8 130 7.5 7.0 5,000 
berth 


spohin) 360 15.0 13.5 99,999 
4DORES: At least 24 hours prior notice excluding 2nd and Sth 
ays and holidays required in order for Agent to arrange stevedores. 
yg and 4th Sundays shall be non-working days. Vessel must 
ently Keep her Agent advised of ETA. If stevedores cannot 
‘ence loading/unloading at time notified by the Agent, the orderers 
«pay for waiting time. If cargo gear not rigged on berthing, 
| res will do same for ship's crew at additional cost. Overtime 
-|exges 1630-2130 hrs. 60% additional of basic stevedorage; 
0800 hrs. next morning 120% additional; Sundays/holidays 100% 


I. 
BAL: No advance notice required unless urgent. 
WERS: Sea Berth: Product handled, Naphtha and Crude Oil. 
wene 16 in.x2. Discharge rate 9,000 k/I per hour. Bunkers not 
ale ex-pipeline. 
asTY: 1025. 
#4 WATER: Available from shore lines, at about 30 t.p.h. 
& Domestic oil is available. Bonded oil will be brought from 
gama with sufficient advance notice, when required. 
_ (BULS: None. 
MRS: Minor repairs only. 
NDOCKS: None. 
WWAY/DECK WATCHMEN: Not 
|egers or valuable cargo on board. 
ENNG/CLOSING HATCHES: By ship's crew. 
SIFICATES: Ship's Register to show Customs Inspector ship's 
gered gross and nett tonnage. Valid Cargo Gear Certificates 
mimes required by stevedores when cargo gear maintenance 


specially required unless 


on AMBULANCE/FIRE: Iwaki (0246); Police 54-1111; Ambulance 
ie, 119. 

REPHONES: No facilities for connecting on board. 

WHORITY: Onahama Port Construction Office, 38-1, Onahama 

‘}Suni-cho, Iwaki City, Fukushima Pref. Tel: (0246) 54-2411. 


NT: Sub-agents of Aall Barwil Agencies. 
ama Kairiku Unso Kaisha Ltd., 312-1 Takayama, Iwaki-shi, 


|Siima-ken, Onahama, Japan 971. Tel:(0246) 53-3225. 
% 8922-80 Onakai J. Cables: Onakai Iwakionahama. 
2) 
A: 33.58 N. 131.10 E. (See Plan) 


Satus: Closed Port. 


Jmission to enter and depart from Onoda Port should be obtained 
"nearest open port prior to proceeding to Onoda (i.e. Ube Port 


| Shimonoseki). 
ers: See “Ube”. 
“stoms : Not stationed at Onoda, formalities 
should be undertaken at Ube Customs 
: House. 
"migration : Not stationed at Onoda, Officials attend 
the vessel from Ube Port Office, as 
cae. necessary. 
“2tantine : Free Pratique should be obtained at Ube 
Pet Auth or Mutsure Quarantine Stations. 
‘Authority : Stationed in Onoda (Yamaguchi 


Ver Prefecture). 
“wed Safety Office : Stationed in Ube Port. 

GE: Not compulsory, but it is recommended that pilot is taken 

Sq the following points: 

Meg kisaki Sea Pilot Station: Lat. 33° 13’ N., Long. 131° 56’ E., 

* SSE. of Sekisaki Lighthouse. 

wie, Pilot Station (Quarantine Station): Lat. 33°53’ 20” N., 

© 131° 13" 15” E. 

{ Onoda Pilot Station: Lat. 33° 56’ N., Long. 131° 03’ E. 

25 1342 Harbour Pilot Station: In the vicinity of Lat. 33° 55’ 40” N., 

Nand “i 54” E., about 500 m. South West of Onoda Light Buoys 


JAPAN 


RESTRICTIONS: Berthing and unberthing possible in daytime only 
(30 minutes after sunrise until 1 hour before sunset). 


BERTHING: 
Depth in Depth 
Wharf Length Approaches alongside 
(m.) (m.) (m.) 
Onoda Public Wharf 
No. 2 130 6.00 7.60 
No. 3 180 5.60 5.70 


No. 3 Wharf is exclusively used for domestic carriers only. 

Maximum permissible draft at No. 2 Wharf is 5.50 m. for vessels 
having LOA of between 125 m. and 129 m., and in the event of LOA of 
vessel below 125 m., deeper draft is acceptable, which depends upon 
tidal allowance, since the pilot always requires 1.0m. or 10% draft 
whichever greater for under-keel clearance. 

Starboard side alongside is prefered, but port side alongside is 
acceptable. 
CARGO HANDLING: Number of Gangs: Two. 
Discharge Rate: Approximately 70 tonnes per gang hour (working period 
is basically 0800 hrs. — 1830 hrs. = 9 net working hours). 

Shore mobile cranes are used for discharging, subject to type of 
vessel. 
Cargo Receiver: Yamaguchi Kyoei Industry Co.Ltd., Onoda. Tel: 08368- 
3-5485. Person in charge: Mr.Kotake. 
Stevedores: Nippon Express Co.Ltd., Ube Branch. Tel: 0836-21-5135. 
Person in charge: Mr.Kanefuji. 
FRESH WATER: Available from hydrant at 15 tonnes/hr. Cost is 
Yen 400/tonne, minimum supply 20 tonnes. 


AGENT: Sub-agents of Aall Barwil Agencies. 
Green Shipping Ltd., Moji, 9-7, Minato Machi, Moji-ku, Kitakyushu City, 


Fukuoka Pref., 801 Japan. Tel: 093-321-4261. Telex: 7153-11 
Greenm J. Fax: 093-321-4288. Cables: Greenship Moji. 
ONOMICHI-ITOZAKI (incl. Mihara, Matsunaga, 
Mukaishima): 34.20 N. 133.16 E. (See Plan) 
DOCUMENTS: 


Ship’s Register. 

Last Port Clearance. 

3 Crew Lists including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

1 copy Voyage Memo (last 3 months). 

Ship's Agent will prepare Inward/Outward Declarations, 1 Cargo 
Manifest in transit using specific forms. Therefore ship’s Agent should 
be provided with necessary information about details of cargoes in 
advance. 

Certificates: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear maintenance 
appears to be poor. 

PILOTAGE: Inland Sea pilotage should preferably be arranged through 
Agent by cable via Nagasaki Radio giving 72 hours’ notice. Urgent 
correction of ETA outside business hours should be cabled direct to pilot 
station. Inland Sea Pilot Association covers all Inland Sea Ports. Pilotage 
compulsory for vessels over 10,000 g.r.t. Pilots obtained from one of 
three pilot stations dependent upon vessel's last port of departure and 
at Master's discretion. Pilotage available throughout 24 hours and 
72 hours advance notice preferred, thereafter advising any alterations. 
Most Inland Sea Pilots also act as Harbour Pilots up to berth or 
anchorage at destination. 

Note: VHF communication available with Inland Sea pilot stations. Also 
see ‘Shipmaster's Report’ before first port. 

1. Wadamisaki, at entrance to Kobe (vessels transitting Kii Straits). 
Position Lat: 34° 34.09’ N., Long: 135°11'E. Telegraphic address 
“Anjin Kobe”. 

2. Sekisaki, 3 miles South of Sekisaki Lighthouse (vessels transitting 
Bungo Channel). Position Lat: 33° 13’ N., Long: 131° 54’ E. Telegraphic 
address “Anjin Moji”. In event bad weather, recommended vessels 
proceed for shelter as near as possible, having due regard to safety, 
to Sekisaki pilot station. 

3. Hesaki, at East side of Kanmon (Shimoneseki) Straits. Position Lat: 
33° 56’ 24” N., Long: 131° 03’ 12” E. 

Inland Sea Pilot also berths vessels at anchorage berth (if Matsunaga 
Bay — logs), or pier in ltozaki district (Mihara section). 

Pilot boards for berthing from 30 minutes after sunrise until 30 minutes 
before sunset. 

ANCHORAGES: Draft limitations: Itozaki-Mihara 7.5 m. Matsunaga Bay 
8.5 m. Tidal range: Maximum (+) 3.91 m. Minimum (—) 0.09 m. Capacity 
for 3x 20,000 ton vessels. 

HEALTH: Radio Pratique not available. Quarantine formalities normally 
carried out at Mutsure (off Moji) when vessel comes from West through 
Kanmon Strait, Matsuyama when vessel comes from West through 
Bungo Channel (Sekisaki Pilot Station) and Fukuyama when vessel 
comes from East (Wadamisaki Pilot Station). 

RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which cover all ports in Japan. 
If specifically Westbound vessel, to contact Choshi, and Northbound to 
contact Nagasaki Radio respectively. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, by 


TUGS: Tugs available at Onomichi at any time with 24 hours notice. 
7 tugs of 2,000 h.p. — 3,000 h.p. available. 

BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship's Agent mainly by radio. 


Permissible 
Draft and 
Berth Length Depth Length overall Capacity 
: (m.) (m.) (m.) (g.r.t.) 
Municipal 
Nishigosho Pier 404 6.5 5.0130 2,000 
Municipal 
Shinhama Pier 250 5.5 4.5x 100 2,000 
Matsunaga Bay 1x 10,000 
(Anchorage) 5.0—-10.0 16,000 
13,000 
Municipal 
Itozaki Pier 320 10.0 9.0200 3,000 


Itozaki Pier: Cargo handled from Mitsubishi and Hitachi Works, 
cement in bags, steel and logs. 
STEVEDORES: At least 24 hours prior notice excluding Sundays and 
holidays required in order for Agent to arrange stevedores. Vessel must 
constantly keep her Agent advised of ETA. If stevedores cannot 
commence loading/unloading at time notified by the Agent, the orderers 
must pay for waiting time. If cargo gear not rigged on berthing, 
stevedores will do same for ship's crew. Overtime surcharges 1700 — 
1900 hrs. 50% additional of basic stevedorage; 2100 — 0500 hrs. next 
morning 130% additional; Sundays/holidays 60% additional. 
MEDICAL: No advance notice required unless urgent. 
TANKERS: No facilities. 
FRESH WATER: Available. Method of delivery (1) Barge. (2) Pier. 
Additional charge for overtime work and in event of bad weather. 
FUEL: Domestic oil is available, Bonded oil will be brought from Kobe, 
Kanokawa, Hirohata or Moji. 
CONSULS: None. 
OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches. If any time lost by ship’s crew doing this work, 
stevedores charge ship for waiting. Recommend request stevedores for 
this work unless crew can complete it before berthing. 
CUSTOMS ALLOWANCES: Only allowed 40 cigarettes to take ashore 
but no spirits. 
REPAIRS: Repairs possible for vessels up to 100,000 g.r.t. 
REPATRIATION: Possible. 
AIRPORT: Nearest domestic airport at Hiroshima. Nearest international 
airport for crew joining/repatriation is Osaka International Airport. 
TIME: GMT plus nine hours. Permanent. 
POLICE/AMBULANCE/FIRE: Police 110; Ambulance/Fire 119. 
TELEPHONES: No arrangements for placing telephones on board. 
SHORE LEAVE: Local Immigration Authority issue shore passes valid 
for 15 days if vessel calling at more than one port in Japan and 7 days 
if vessel only calling at a single port. (If only calling Onomichi-ltozaki, 
Immigration issue 7 day pass). 
AUTHORITY: Port and Harbour Dept., Onomichi City, 27-13 Kohama- 
cho, Onomichi, Hiroshima Prefecture, Japan. 


AGENT: Sub-agents of Aall Barwil Agencies. 

Hakata Marine Co. Ltd., 11-6, Shinhama 1-chome, Onomichi, 
Hiroshima, Japan 722. Tel: 0848-23-5600. Telex: 642322 Hakata J. 
Fax: 0848-22-5141. Cables: Hakatamarine Onomichi. 


OSAKA: 34.39 N. 135.26 E. 


DOCUMENTS: 

Ship's Register. 

International Tonnage Certificate. 

Last Port Clearance. 

4 Crew Lists including Passport Numbers. 

4 Passenger Lists, if any on board. 

1 Stores List. 

1 Declaration of Crew’s Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 Cargo 
Manifest in transit using specific forms. Therefore ship's Agent should 
be provided with necessary information about details of cargoes in 
advance. 

PILOTAGE: Pilotage is compulsory for vessels of 10,000 gross tons or 
more. 24 hours’ notice required. Telegraphic address: “Hanshinpilot 
Osaka’. VHF contact with Osaka Port Radio on Channels 12, 16, 19, 
20. Agents operate Channel 26. Three 15 ton Pilot boats with radio 
equipment to pilot office. Pilot boards anywhere within harbour limits. In 
event bad weather Pilot boards just inside breakwater when 
acknowledgement obtainable from Master. If awaiting Pilot, anchor 
inside harbour limits as near as possible to breakwater. 
ANCHORAGES: Section Nos. 7 and 8. Section 7 is Quarantine 
Anchorage. Section 8 for other vessels. Captain of the Port allocates 
anchorage position prior vessel's arrival which radioed to Master by 
Agent. Max. draft about 14.0 m. 

RESTRICTIONS: Vessels only permitted to enter from sunrise to 
2100 hrs. Full container vessels permitted to enter from sunrise to 
2400 hrs. and to depart at any time of the day. However, in order to 
avoid danger, some wharves (oil wharf, Nakayama Wharf and various 
shipyards where there is not enough space to conduct berthing 
operation), accept vessel only until sunset. 
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MAX. SIZE: Max. permissible length 250 m., draft 11.6 m 
“Tankers”. he 
HEALTH: Vessel requiring Free Pratique requested Cable dys 
“Quarantine Station”, Osaka informing ETA, date of departure. 
port, name of last port, number of crew and health condition, 4. 
of call in Japan, vessel must obtain Free Pratique. Quarantine) 
will attend vessel only from daylight to sunset and Master jp a 
Vaccination Cards, Derat Exemption Certificate. In case he 
from cholera-infected area within 10 days Master must advise 
passengers health condition to respective Quarantine " 
ship’s Agent prior to arrival and close all soil pipes before enter. 

Radio Pratique is available only for a vessel which possess 
Sanitary Inspection Certificate issued by the Japanese ’ 
RADIO: Osaka Port Radio, 24-hour port operation service » 
Channels 16, 12, 19 and 20. 


BERTHING: No specific requirements. Pilot boarding time willbe: ® 
by VHF or radio. 


Mooring Capacity 


Wharf Water No. of 
Wharf Length Depth Gross tons Ships Main Cargos» 
(m.) (m a 
Tsumeyoshi Whart 360 5.5 1,000 4 General Cargo, oF 
10,000 1 « 
North Port Wharf 1 250 10.0 "500 1 Coal 
North West Wharf 2 120 5.5 1,000 1 Coal 
) 12.9 30,000 1 4 
Umemachi West Wharf 792 10.0 20,000 1 Coal, General Oe oy 
‘ 10,000 1 Oil, LPG 
Umemachi Pier 395 10.0 10,000 2 ‘Bulk, Oil 
Sakurajima Wharf 535 10.0 ‘poe it General Cargoe ye 
Ho 
e . Passengers, Ge: 
Ajikawa Pier North Wharf 482 5.5 1,700 5 Cargoes a 
1,000 ° 
Ajikawa Pier West Wharf 120 5.5 500 1 General Cargon 
3 6.5 2,000 1 a 
Ajikawa Pier South Wharf 312 55 1'000 2 General Cargos . 
a 10,000 1 
Ajikawa Wharf 2 360 10.0 8/000 4 General Cargos 
Ajikawa Whart 3 178 10.0 10,000 1__ General Cargs_ § 
Osaka Port Silo Wharf 210 11.0 ~——-13,000 1 Bulk Grains | 
10,000 1 General Cargou “ 
Ajikawa Wharf 1 320 10.0 3/000 1 Bananas & 
Ta 
Passengers, = 
Tempozan Wharf 370 10.0 10,000 2 General Cargo 
Central Pier North Wharf 210 11.0 13,000 1 General Cargo te 
f 
10.0 10,000 2 
Wharf 1 437 55 700 1 General Cargow | 
“a 
10,000 1 
Wharf 2 341 10.0 5'000 4 General Cargo# 
Whart 3 Sip. var eaten | General Cargo Mt 
6,000 2 General Cargo! iy 
Wharf 5 3949.0 500 1 Buk Cemert_ 
Whart 6 359 10.0 10,000 2 General Cargot | 
Whart 7 361 10.0 10,000 2 General Cargot 0, 
3,000 2 General Cargot — 
Whart.6 necabiiaen is 1,000 1 Bulk Cement 
7,000 1 “ 
Wharf 10 617 &% 3,000 2 Iron and Stet Si 
1,000 1 Po 
Wharf 11 290 5.5 1,000 3 Iron and Sted_ 


Taisho Pier 1 North Wharf 450 55 1,000 5 
Whart A 1,040 75 3,000 8 


Wharf B 550 7.5 


Cargoes to 

7.5 3,000 2 J 
Wharf D 580 55 1/000 3 General Cargot - 
7.5 3,000 2 m™ 

Wharf E 821 55 9 O00 5 Passengers, 
Whart G 720 55 1,000 8 Steel, Gone 
Whart | 720 5.5 1,000 8 General Came Bp 
Wharf J 720 12.0 20,000 3 Food “a 
Whart K 370 10.0 10,000 2, aan r 
Containership General Cay® Wh 
WhetNo 4 (C1) 273 13.0 25,000DW 1 3CSitry Cant te 
. 0 

Containership General Cav* 
Wharf No. 2 (C2) 250 13.0 25,000D0W 1 95 Gantry Crem ’ 
Containership General Ca¥ ip 
WristiNGCD (C3) 300 13.0 35,000DW 1 2 Gantry CHE 


— Mooring Capacity 


Whart Water No. of 
Length Depth Gross tons Ships Main Cargoes Handled 
ow (m.) (m.) 


General Cargoes 


wer (C4) 250 13.0 25,0000W 1 3 Gantry Cranes 
General Cargoes 
wes. (c 5) 300 13.0 35,000 D/W 1 1 Gantry Crane 
oer (C7) 300 12.0 35,000 1 2 Gantry Cranes 
wos (C8) 350 13.0 45,000 1 2 Gantry Cranes 
~sparves L1 200 10.0 10,000 1. General Cargo 
s o> 200) 10.0 10,000 1. General Cargo 
L3 200 10.0 10,000 1 General Cargo 
L4 250 10.0 10,000 1 General Cargo 
L5 250 10.0 10,000 1 General Cargo 
L6 230 10.0 10,000 1 General Cargo 
L7 230 10.0 10,000 1 General Cargo 
ee 
ra BN Steg! 75 8,000 1 
" F2 130 6.0 3,000 1 
F3 148 6.0 3,000 1 Passengers, 
F4 165 7.5 8,000 1 Cars, 
F5 165 75 8,000 1 General Cargoes 
F6 130 6.0 3,000 1 
F7 240 8.5 10,000 1 
F8 205 re 8,000 1 
Terminal R1 185 10.0 10,000 Containers; 
of?) R2 240 12.0 20,000 Plant; 
R3 240 12.0 20,000 Steel; 
R4 185 10.0 10,000 Timber, etc. 
R5 185 10.0 10,000 3 Gantry Cranes 
130.5 tons and 
240.5 tons 


yrs 0-13 315 12.0 10,000 1 Logs 
0-14 150 7.5 3,000 1 Steel, General Cargoes 
0-15 7.5 3,000 1 Steel, General Cargoes 
0-16 7.5 3,000 1 Steel, General Cargoes 
0-21 230 9.9 10,000 1 Steel, General Cargoes 
0-22 10.0 10,000 1 Steel, General Cargoes 
@eStiratsu Wharf 
4! 240 12.0 200 1 Steel 
h 
w Express Co. 
wm Port Pier 256 6.5 5,000 1 Steel 
iiGas Co. 
‘yoima Whart 595 7.0 3,500 4 Coke, LPG 
6.0 3,300 1 
ih Port Oil Jetty 64 6.0 2,300 2  Naphtha, LPG 
tom Port Wharf 525 7.0 5,000 3 Coal 
imo Steel Centre 
tet 7.0 2,500 1 Steel 
| wa Kogyo Sakurajima 
te Centre Wharf 150 7.0 2,500 1 = Steel 
}an Aikawa Pier 107 10.0 13,000 1 Caustic Soda 
| Pier 82 8.5 7,000 1 Reefer 
} 7a Steel 
Ss! Main Wharf 367 9.0 7,000 2 Iron Ore, Coal 
‘Main Whart (P-1) 260 12.0 25,000 1 Iron Ore, Coal, Scrap 
ta Electric Co. 
‘ai Pier 200 9.0 7,000 1 Crude Oil 
3Whart 100 6.6 1,300 1 Crude Oil 
Ww Swel Pipe Wharf 120 5.5 1,000 2 = Steel 
®tm0 Shoji 
te Futo Wharf (J-5) 318 12.0 20,000 1 Lumber 


mer Wharf 208 12.0 20,000 1 Lumber 
| ™South Port Warehouse 
Wharf 10 6.5 3,000 1 Steel 
"Steel Service 
= Whart 250 5.5 1,000 3 Steel 
me Metal South 
Sel Centre Wharf 200 6.0 1,000 2 = Steel 
™ South 
| SSe'Centre Wharf 180 6.0 1,000 2 Steel 


ATAINER FACILITIES: Berths C1, C2, C3, C4, C5, C7, C8, R2, R3 
&ach equipped with container handling gantry cranes. Berth C1 
me handle Ro/Ro. Also see “Developments”. 

RES: At least 24 hours prior notice excluding Sundays and 
required in order for Agent to arrange stevedores. Vessel must 
ly keep her Agent advised of ETA. If stevedores cannot 

w loading/unloading at time notified by the Agent, the orderers 
pay for waiting time. If cargo gear not rigged on berthing, 
‘he will do same for ship's crew. Overtime surcharges 1630 — 
- 60% additional of basic stevedorage; 2130 — 0500 hrs. next 
gh t0% additional; Sundays/holidays 100% additional. 
: 2 bridges under construction. Clearance 46.0 m. — 47.0 m. 
Be ION 1993-94. 
: No advance notice required unless urgent. General and 
WN S hospitals available. 
ei No slop discharge facilities. Wharf No. 49, Sakurajima Oil 
ax. LOA 250 m., max. safe draft 11.60 m. Product handled, 
, Minas Waxy. Shoreline 12in. Discharge rate 


“Wiser Report: December 1985. 
Sane are only taken alongside between 0930 hrs. and 1500 hrs. 
sq * Sometimes between 0900 hrs. and 1600 hrs., but it is not 


JAPAN 


Sakurajima Wharf 49 has a max. safe draft of 11.60 m., however with 
such a draft entering only possible during HW. If high water does not 
fall between 0930 hrs. and 1500 hrs. vessel has to wait a few days. 

We discharged 5,000 tons of Ethylene Dichloride at Sakurajima Wharf. 
Only one connection of 8 in. Discharging rate 700 cu.m.p.h. 
DENSITY: Outside anchorage: 1023 — 1025. Near breakwater: 1020 — 
1022. Average density inside breakwater 1020. Wharves near estuaries 
(Aji River, Shirinashi River, Kizu River and etc.): 1016 — 1020. 

FRESH WATER: Methods of delivery: by barges or pipeline. 

FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 
Osaka Bay and Kanmon Port. At all other ports bunkers will be lightered 
from the nearest bunker stock ports at maximum 7 days prior notice. 
CONSULS: The following consulates available in Osaka: 


Austria France Singapore 
Australia Korea Switzerland 
China, People's Rep. of New Zealand U.S.A. 


REPAIRS: All grades repairs possible. 

DRY DOCKS: Hitachi Zosen Co. Ltd., Chikko Ship Yard. No. 1 Dock: 
247.5 m.x55.7 m., depth 11 m. No. 2 Dock: 355.0 m. x62.7 m., depth 
11m. 

Namura Dock Co. Ltd., No. 1 Dock: 180 m.x27.5 mm., depth 9.3 m. 
No. 2 Dock: 149 m. x22 m., depth 9.3 m. 

Sanoyas Co. Ltd., No. 1 Dock: 155m.x21.7m., depth 7.4m. 
No. 2 Dock: 112 m.x17 m., depth 7m. 
GANGWAY/DECK WATCHMEN: Not specially 
passengers or valuable cargo on board. 
OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches. If any time lost by ship's crew doing this work, 
stevedores charge ship for waiting. Recommend request stevedores for 
this work unless crew can complete it before berthing. 
CERTIFICATES: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear maintenance 
appears to be poor. 

CARGO GEAR: See “Certificates”, but no special requirements. 
CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore, 
but no spirits. 

AIRPORT: One hour required from Osaka Port to Osaka International 
Airport by car (about 25 km. distance). Regular airlines: 

Overseas Lines: Japan Airlines, Cathay Pacific Airlines, China 
Airlines, Thai International Airlines, North West Airlines, United Airlines, 
British Airways, Korean Airlines, Lufthansa Airlines, Singapore Airlines, 
Air France. 
= Domestic Lines: Japan Airlines, All Nippon Airways, Nippon Air 

stem. 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 
HOLIDAYS: Every Sunday, May 1st, July 20th, December 31st to 
January 4th. 

POLICE/AMBULANCE/FIRE: Police Tel. 110; Ambulance Tel. 119; 
Fire Tel. 119. 

TELEPHONE: Wharf connections available. 

SERVICES: All services available. 

SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
only 7 days, but 3 days’ extension possible if ship stays longer. 
DEVELOPMENTS: Container Berth No. C-6 completed (300 m. length 
and 12.0 m. depth). Berth No. C-9 will be completed in 1993/94 (length 
350 m. and depth 13.0 m.). 

AUTHORITY: Port and Harbour Bureau, City of Osaka, 2-8-24, Chikko 
Minato-ku, Osaka, 552 Japan. Tel: (06) 572-5121. Telex: 525-6320 
OPPAJ. Cables: Omhbureau. FAX: (06) 573-5700. Contact: Hideo 
Igarashi, Manager of Promotions Department. 

AGENT: Aall Barwil Agencies, 3-1, Hatoba-cho, Chuo-ku, Kobe City 
650, Japan. Tel: (078) 391-8031. Telex: (Overseas) J78822 Aallkb, 
(Domestic) 5622-401 Aallkb J. Fax: (078) 331-1181. Cables: Aallbarwil 
Kobe. 


required unless 


OTARU: 43.12 N. 141.01 E. 


DOCUMENTS: 

Ship’s Register. 

Last Port Clearance. 

3 Crew Lists, including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 Cargo 
Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship’s Agent should be provided with necessary information about details 
of cargoes in advance. 

TUGS: Two tugs available. Tugs M/S “Sakura Maru” 194 g/t 2,600 h.p. 
M/S “Tateiwa Maru” 199 g/t 2,600 h.p. Both belong to the Port Authority. 
PILOTAGE: Limit of Otaru Pilotage District is sea area surrounded by 
line drawn from Kayashiba-misaki to Horaiso-misaki and coast line. 
Licensed Pilots stationed in office from 0900 to 1700 hrs. Boarding place 
about 1 mile from North B.W. Lt. H. 70°. Pilot boat painted white and 
carries International Code flag “‘H” at forecastle deck. 
ANCHORAGES: Depth of water inside breakwater is 3.6 m. to 17.0 m. 
and nearly everywhere is good anchorage. Sea area outside breakwater 
also good for anchorage, but be careful not to foul fishing nets. Around 
quarantine anchorage is best outside breakwater. 

RESTRICTIONS: Quarantine and Customs business between 0900 hrs. 
and 1700 hrs. Pilot assistance not compulsory but in practice necessary. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN b 


MAX. SIZE: 
Piers and Quays 
Depth of 
Berth Length water Capacity Main usage 
No. (m.) (m.) (g/t) 
Pier No. 1: 1-3. 400 7.5-12.0 Under 
310 14.0 Construction, 
ready 2000 
4-5 293 9.0  6,000x2 Grain 
Pier No. 2: 7-8 293 9.0 6,000x2 Bananas 
9 126 9.0 3,000x1 General Cargo 
10-11 293 9.0  6,000x2 Corn 
Pier No.3: 13-14 343 9.0 6,000x2 General Cargo 
15 127 9.0  3,000x1 General Cargo 
16-17 362 10.0-9.0 15,000x1 General 
Chuou Pier: 1-2 315 7.5-10.0 5,000x1 General Cargo 
10,000x1 Cement 
3 260 10 10,000x1 Ore 
4-5 380 7.5-12.0 20,000x1 Corn 
3,000 1 
Katsunai Pier: 1 260 13.0 30,000x1 Grain, Log 
2-3 370 10.0 10,000x2 General Cargo 
4-5 430 9.0 20,000x2 Ferries 
Kitahama Wharf 251 5:5 1,000x1 General Cargo 
Temiya Wharf 140 5.0 1,000x1 Grain 
Sakai-machi Wharf 189 7.5 - Under 
Construction, 
ready 2000 
Umaya-machi Wharf 392 7.5 3,000x2 Oil, cement 
Wakatake Dolphin 301 10.0 5,000x1 Floating Logs 


HEALTH: See “Hakodate”. 
RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which cover all ports in Japan. If 
specifically Westbound vessel, to contact Choshi, and Northbound to 
contact Nagasaki Radio respectively. 
BERTHING: No specific requirements. Pilot boarding time will be notified 
by mi ot aa mainly by radio. 
STEVEDORES: At least 24 hours prior notice required in order to 
arrange stevedores by Agent, excluding Sundays and holidays. Vessel 
must constantly keep her Agent advised of ETA. If stevedores cannot 
commence loading/unloading at time notified by the Agent, the orderers 
must pay for waiting time. If cargo gear not rigged on berthing, 
stevedores will do same for ship's crew at additional cost. Overtime 
surcharges 1630 — 2130 hrs. 60% additional of basic stevedorage; 
Sundays/holidays 100% additional. 
MEDICAL: No advance notice required unless urgent. 
TANKERS: Available berthing for small vessels only, 1,000 g/t and usual 
asta, ) 300 — 500 g/t. Japanese tankers only. Draft: Max. permitted 
7.2 m. Discharging: about 500 tonnes p.h. 
DENSITY: Average 1025. 
FRESH WATER: Good drinking water at all piers and wharves, except 
Wakatake Dolphin. Cost Y 359/ton. Rate 30-50 t.p.h. 
FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 
Osaka Bay and Kanmon Port. At all other ports bunkers will be lightered 
from the nearest bunker stock ports at maximum 7 days prior notice. 
fig PRECAUTIONS: No smoking at tanker berth, Umaya-machi 
Wharf. 
CONSULS: 
American Consulate, Sapporo in Sapporo City only. 
Tel: 011-221-5121. 
Korean Consulate, Sapporo in Sapporo City only. 
Tel: 011-621-0288. 
Russian Consulate, Sapporo in Sapporo City only. 
Tel: 011-561-3171. 
REPAIRS: All type of deck and engine repairs are possible. 
DRY DOCKS: None. 
GANGWAY/DECK WATCHMEN: Not 
passengers or valuable cargo on board. 
OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches. If any time lost by ship's crew doing this work, 
stevedores charge ship for waiting. Recommend request stevedores for 
this work unless crew can complete it before berthing. 
CERTIFICATES: Ship's Register to show Customs Inspector ship’s 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear maintenance 
appears to be poor. 
CUSTOMS ALLOWANCES: Only allowed 20 cigarettes to take ashore, 
but no spirits. 
REPATRIATION: Possible. 
AIRPORT: Distance to Sin-Chitose International Airport 80 km. 
ire minutes by railroad or highway). More than 35 flights per day to 
okyo. 
TIME: GMT plus 9 hours. No alterations made to clocks during year. 
HOLIDAYS: Stevedores do not work on 1st May. 
POLICE/AMBULANCE/FIRE: Tel: Police 110; Ambulance and Fire 119. 
TELEPHONES: Arrangeable on board. 
SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
only 3 days, but 3 days’ extension possible if ship stays longer. 
AUTHORITY: Department of Ports and Harbours, 4-2 Minatomachi, 
Otaru, Hokkaido, 047 Japan. Tel: 0134-23-1107. FAX: 0134-23-1109. 
Contact: Y. Nakamura. 
AGENT: Sub-agents of Aall Barwil Agencies. 
Yusen Kairiku Unyu Kaisha Ltd., 5-4, Minato-machi, Otaru City, 
Hokkaido 047, Japan. Tel: (0134) 22-5101. Telex: 9526-10 Yusen J. 
Fax: (0134) 25-3831. Cables: Yuun Otaru. 


speciaily required unless 
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OWASE: 34.04 N. 136.15 E. (See, 5 
if 


DOCUMENTS: 1" 
Ship's Register. M 
Last Port Clearance. Fi 
5 Crew Lists, including Passport Numbers. fl 
5 Passenger Lists. R 
1 Stores List. 6 
1 Declaration of Crew's Baggage i.e. tobacco, wine/spirits .. 0 

wrist-watch, radio, firearms/swords, etc. (only at first Port y 9 
Japan). Each person's signature is necessary in it. a aR 

Ship’s Agent will prepare 2 Inward/Outward Declarations. :y A 
Manifest and Cargo Manifest in transit using specific forms. r 
ship's Agent should be provided with necessary information abou T 
of cargoes in advance. 1 
PILOTAGE: Pilot station is 2 miles East from Togashira Island», ¢ 
is not compulsory at this port but recommended to take Pilotage by; 
Oil Co. Ltd. A 
ANCHORAGES: Quarantine Anchorage position is Lat. 34°) 
Long. 136° 16.8’ E., with good holding ground. However, ; ; : 
advisable for vessels to stay there for a long time as there ag. F 
fishing boats nearby. 

RESTRICTIONS: According to Agreement between Fishery Asse 

and Oil Refinery, ship's movement is prohibited at night. See "Bes 

MAX. SIZE: See “Tankers”. 

DEALTH: Radio Pratique available. Formalities carried out afteres 

the port. 

RADIO: Recommended Master communicates with Agent & 

Choshi Radio or Nagasaki Radio which covers all ports ing 

If specifically Westbound vessel to contact Choshi, and Northiyy s 

contact Nagasaki Radio respectively. 

TUGS: Tugs usually join vessel at Outer Harbour (near Quay - 

Anchorage) and tug’s line is used. Tugs come from Nagoy c 

Channel 16, 6, and 12. : 

BERTHING: Time limit of Pilot boarding for berthing to Toho OilTe é 

is 3 hours before sunset due to the agreement between Fishers 

Toho Oil Co. Ltd. 

MEDICAL: No advance notice required unless urgent. Hospital iz 

available. 

TANKERS: Toho Oil — Owase Pier: Depth of water, 17.0 m., Max 

100,000, Max. LOA, 155 m. Max. safe draft 16.00 m. Product hs 

crude oil. Shoreline 2x 12”. Discharge rate, 4,500 k/I.p.h. 

Toho Oil — Sea Berth: Depth of water, 21.0 m. Max. d.w.t. 2 
Max. LOA 350 m. Max. safe draft 19.00 m. Product handled, cw 
Shoreline 220". Discharge rate 7,000 k/I.p.h. 

FRESH WATER: Fresh water can be supplied to the vessel fy ; 

at quay, Supply capacity 30 t.p.h. 

FUEL: Domestic oils available. Bonded oil will be brought from Ns 

Yokohama, Chiba or Kobe. 

CERTIFICATES: Ship's Register to show Customs Inspect! » 

gross and net registered tonnages. 

CUSTOMS ALLOWANCES: Only allowed 60 cigarettes to takes 

but no spirits. 

CONSULS/REPAIRS/AIRPORT: None. 

TIME: GMT plus 9 hours. Permanent. $ 

TELEPHONES: Emergency numbers, Owase Police Office 2% p 

Owase Fire Station 22-2020; Owase Hospital 22-2118. No facilt g 

placing telephones on board. 

SHORE LEAVE: Local Immigration Offices issue shore pass p 

only 3 days, but extension possible if ship stays longer. ? 

AUTHORITY: Owase Doboku (Public Works) Office, 2-11, | 

machi, Owase City, Mie Pref. Te/: (05972) 2-2017. 

AGENT: Sub-agents of Aall Barwil Agencies. 

Nippon Express Co. Ltd., Agency Section, 2-32, Hayas! | 
Owase City, Mie 519-36, Japan. Tel: (05972) 2-2217. Fax: (0% 
2218. Cables: Nexco Owase. 


j 
RUMOI: 43.57 N. 141.38 E. (See! ° 


SHIPMASTER’S REPORT: November 1985 (Updated 1# 


DOCUMENTS: 
5 Crew Lists on Japanese forms. 
1 Stores List. 
3 Passenger Lists (if carried). 
Last Port Clearance. 


iret 

PILOTAGE: 24 hours notice required. Boarding position at Qu 
Anchorage if fine weather or inside lee of new breakwater. Pict? 
a small tug with a white hull. { 
ANCHORAGE: Lat. 43°57’ 11”N., Long. 143° 37’ 30” E. -¥# 
holding ground, rock bottom. Exposed from N.W. to S.W. N@ 
fishing floats, nets, etc., in approach to anchorage to about?” | 
offshore. ’ 
RESTRICTIONS: Daylight entry only, sailing reportedly to &* R 
up to 2 hours after sunset. P C 
MAX. SIZE: Maximum ship size 150 m. LOA, 25 m. beam an” W 
draft. ,% 
RADIO: ETA: Via Choisi Radio. This port has no VHF thereiot v 
can be given via Otaru Radio on VHF Channels 16 and 12 wher? P 
from South. P 1 
TUGS: 1 1,900 h.p. Very expensive and poorly equipped and™ ® 
BERTHING: Depth alongside and in approaches 5.5 m. - 10° 


— - - 2 me -) 


, 


egifD0RES: Very good. Discharged boxes of frozen fish at average 

4 90 tons per working hour. Normal stevedoring hours 0800 — 
ois with overtime to 2100 hrs. if required. 
a aL: Hospital available. 

WATER: Available. 

. Available. 
Leet 45: Minor repairs possible. 
eA IDECK WATCHMEN: Not compulsory. 
BNNGICLOSING HATCHES: Crew open and close hatches. 
posores adjust derricks as required under ship's supervision. 
@ATRIATION: Possible. 
porT: Nearest airport 90 km. from town (subject to delays in Winter) 


, etc. 
et plus 9 hours all year round. 
<PHONE: In Agent's office, adjacent to wharf. 
RAL: Provisions/Laundry: Available. 


: gat: Sub-agents of Aall Barwil Agencies. 

yeoon Express Co. Ltd., Marine Department, No. 45, 1-chome, 
1 | echo, Rumoi-City, Hokkaido 077, Japan. Tel: (01644) 2-0535. 
01644) 2-2122. Cables: Nexco Rumoi. 


| \ANOSEKI: 33.15 N. 131.52 E. (See Plan) 
t 


qeUMENTS: When a vessel arrives direct from a foreign port, 
| sons Officials will board to search, and the following documents are 
+} ssp submitted: 
isons: (Tel: 0975-75-0350). 
1) + copy Crew Manifest (full name/rank/Passport No./date of birth). 
‘| ‘copy List of Ship's Stores (Arms/Ammunition and Narcotics List to 
te attached). 
' | ‘py Declaration of Crew's Baggage. 
‘mpy Ports of Call List (last 3 months). 
‘py Inward/Outward Declaration (ship's Agent will prepare). 
‘mpy Cargo Manifest for Discharging Cargo (ship's Agent will 
yepare). 
‘copy Cargo Manifest for Through Cargo (ship's Agent will prepare). 
copy Declaration for Payment of Tonnage Dues (ship's Agent will 
prepare). 
‘blowing ship's documents will be checked by Customs: 
S's Register. 
temational Tonnage Certificate. 
last Port of Clearance. 
moration: (Tel: 0975-27-3754) Oita Office. 
topies Crew Manifest. 
‘copy Ports of Call List. 
‘copy Inward/Outward Declaration. 
Afrst Japanese port, ship's Agent is to bring Passports and/or 
wmen's Books to immigration Office and obtain the Crew Landing 
"asses. 
iwantine (Tel: 0975-21-2394) Oita Office: 
%e “Health”. 
Inland Sea Pilots Association, Moji Office (Tel: 093-332- 


) Harbour and sea pilotage are not compulsory, but foreign vessels 
ae recommended to employ a pilot, in view many fishing nets/ 
doats in Sekisaki/Saganoseki area. 

‘Request must be made at least 24 hours in advance, and pilot 
should be kept closely advised of vessel's accurate ETA at certain 
pilot station. 

‘Sekisaki, 3 miles South of Sekisaki Lighthouse (vessel transiting 
8ungo Channel). Position Lat. 33° 13.5’ N., Long. 131° 58’ E. 

‘Hesaki at East side of Kanmon (Shimonoseki) Strait, position 

lat. 33° 56’ 24” N., Long. 131° 03’ 12” E. 

‘Communication with pilot: VHF Channel 16 through Oita Port Radio 
Tel: 093-332-7191. Telex: 715313 Anjin J. Cables: Anjin Moji). 

RAGE: Waiting anchorage available at following 3 positions 


sanoseki “A” Anchorage, Lat. 33° 15’ 39” N., Long. 131° 51’ 25” E. 
noseki “B" Anchorage, Lat. 33° 15’ 30” N., Long. 131° 51’ 33” E. 
noseki “C"" Anchorage, Lat. 33° 15’ 48” N., Long. 131° 51' 16” E. 
ove Saganoseki Anchorage is assigned as Customs “Closed 
« 80 cash/mail/stores delivery, etc., whilst anchored not permitted, 
Sraestoms Regulations). 
uy. ICTIONS: Berthing/unberthing during daytime only. 

SIZE: See “Berthing’”. 


4 Ordinary quarantine inspection should be undertaken at 
dep Anchorage (See “Anchorage”) by inspectors attending 
r 


on board. 
) Quarantine service is rendered between 0830 hrs. and 1700 hrs. 
re season, and between 0830 hrs. and 1600 hrs. in Winter 


" pido Pratique is available, provided vessel has valid Derat 
Woo. tion and Japanese Sanitary Inspection Certificate. 

Doshi, Recommended that Master communicates with Agents through 
tet 810 or Nagasaki Radio, which cover all ports in Japan. 
tons Nd vessels to contact Choshi Radio, and Northbound vessels 

“act Nagasaki Radio respectively. 

—_ Port Radio (Tel: 0975-75-1819). Channels 16, 12 and 14. 
Mes. + W. Operating hours: 24 hours. 

Hg Ugs available to assist with berthing/unberthing through Oita 

minutes by sea from Saganoseki). 


BERTHING: 
Whart Max. Depth Depth in Max. 
Berth Length LOA alongside Approach Draft 
(m.) (m.) (m.) (m.) (m.) 
A Whart 100 185 10.0 9.20 9.55 
B Wharf 200 185 10.0 9.20 9.55 
C Whart 130 185 10.0 9.20 9.55 


Note: Wharf length (A/B/C): 430 m. in total (same extension). 

Max. deadweight: 31,406 tonnes (wharf strength), 39,200 tonnes (bitt 
strength). 

Max. draft: 9.55 m., subject to tide allowance 10% of ship’s draft as 
under-keel clearance. 

CRANES: Company: Nippon Mining Co.Ltd. 
Facilities: 

Unloaders: 4. 

Cargo handled: Copper concentrate in bulk. 

Discharge Rate: About 160 — 170 tonnes/hr. and about 1,900 tonnes 

per day per unloader. 
About 650 tonnes/hr. and about 7,800 tonnes/day by 
4 unloaders. 
Max. airdraft: 11.00 m. 
Max. outreach: 25 m. x 2 unloaders. 
27 m. X 2 unloaders. 
Berth: To be used at Wharf “A” and “B". 
BULK CARGO FACILITIES: See “Cranes”. 
SPECIALISED CARGO HANDLING FACILITIES: Company: Nippon 
Mining Co.Ltd. 
Facilities: 

Loading arms: 2. 

Cargo handled: Sulphuric acid in bulk. 

Loading rate: 1,000 tonnes/hr. by 2 arms. 

Shore connection: 6 in./JIS Chicksan. 

Max. pressure: 10 kg. at manifold. 

Berth: To be used at Wharf “C”. 

STEVEDORES: Discharging of all raw materials is on “Free in/out” 
basis. Therefore, stevedorage is to receiver's account. Discharging is 
carried out by shore cranes. Ship's gear is not used. 

MEDICAL: No advance notice required, except on Sundays, holidays 
and in an emergency. 

TANKERS: See “Berthing” and “Specialised Cargo Handling Facilities”. 
DENSITY: Average: 1023 in Summer, 1024 in Winter. 

FRESH WATER: Available from shore. Rate about 15 tonnes/hr. 
FUEL: Bonded oil will be brought from Oita, Kanmon or Tokuyama. 
CONSULS: There are not consuls in Saganoseki. Notary Public office 
is available for Marine Note of Protest (Nakano Notary Public office at 
Oita. Tel: 0975-35-0888). 

REPAIRS: Minor deck and engine repairs can be undertaken by Oita 
workshop and/or Moji. 

DRY DOCKS: None. 

GANGWAY/DECK WATCHMEN: Not specially 
passengers or valuable cargo on board. 
OPENING/CLOSING HATCHES: For discharging raw materials, 
opening/closing hatches must be carried out by ship's crew before 
berthing. 

CERTIFICATES: Ship's Register and International Tonnage Certificate, 
to show Customs Inspector ship's registered gross and nett tonnages. 
CUSTOMS ALLOWANCES: Only allowed 60 cigarettes to take ashore, 
but no spirits. 

REPATRIATION: Possible. 

AIRPORT: Oita Airport, 2hours by taxi, 1.5 hours by hovercraft 
(Distance from centre of Oita town to Saganoseki is 25 km.). 

A regular domestic airline service to most airports in Japan is 
available. A regular international airline service only to Seoul, South 
Korea (every Monday, Wednesday and Saturday). 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 
POLICE/AMBULANCE/FIRE: Police 110, Ambulance/Fire 119. 
TELEPHONES: Possible to place wireless telephone on board ex-Saiki. 
3-4 days prior notice required. 

SHORE LEAVE: Local Immigration Office (Oita Office) issues shore 
passes valid for 7 days only, if vessel only calling at one port in Japan, 
and 15 days, if vessel calling at more than one port in Japan. Extension 
possible if ship stays longer. 

SERVICES: All services available. 


AGENT: Sub-agents of Aall Barwil Agencies. 

Green Shipping Ltd., Oita Branch, 934 Aza-Jihama Kaiwara, Oita City, 
870-01 Japan. Tel: 0975-21-3015. Telex: 7722-84 Greeno J. Fax: 0975- 
22-2136. Cables: Greenship Oita. 


required, unless 


SAIKI: 32.59 N. 131.55 E. (See Plan) 


DOCUMENTS: When vessel arrives direct from a foreign port, Customs 
Officials will board to search, and the following documents are to be 
submitted: 

Ship's Register. 

International Tonnage Certificate. 

Voyage Memo (Ports of Call). 

3 Crew Lists, including Passport numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 

wrist-watch, radio, firearms/swords, etc. (only at first port in Japan). 

Ship's Agents will prepare Inward/Outward Declaration, Cargo 
Manifest and Cargo Manifest in Transit, using specific forms. Therefore, 
ship’s Agents should be provided with necessary information about 
details of cargoes in advance. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, bp 


PILOTAGE: Pilotage in and out of harbour not compulsory, but 
recommended to be taken at Quarantine Anchorage (Lat. 32° 59’ N., 
Long. 131° 56’ 50” E.). Inland Sea Pilot carries out harbour pilotage. 
Inland sea pilotage should preferably be arranged through Agent by 
cable via Nagasaki Radio, giving 72 hours notice. Urgent correction of 
ETA outside business hours should be cabled direct to pilot station. 
Inland Sea Pilot Association covers all inland sea ports. Pilotage 
compulsory for vessels over 10,000 g.r.t. Pilots obtained from one of 
three pilot stations, depending upon vessel's last port of departure, and 
at Master's discretion. Pilotage available throughout 24 hours, and 
72 hours advance notice preferred, thereafter advising any alterations. 
Most Inland Sea Pilots also act as harbour pilots up to berth or anchorage 
at destination. 

Note: VHF communication available with inland sea pilot station. 

1. Wadamisaki, at entrance to Kobe (vessel transiting Kii Straits). 
Position Lat. 34° 34’ 09” N., Long. 135° 11’ E. Cable address “Anjin 
Kobe”. 

2. Sekisaki, 3 miles South of Sekisaki Lighthouse (vessel transiting 
Bungo Channel). Position Lat. 33° 13'N., Long. 131°54' E. Cable 
address “Anjin Moji”. In event of bad weather, recommended vessels 
proceed for shelter, as near as possible having due regard to safety, to 
Sekisaki Pilot Station. 

3. Hesaki, at East side of Kanmon (Shimonoseki) Straits. Position 
Lat. 33° 56’ 24” N., Long. 131° 03’ 12” E. 

ANCHORAGES: Same as Quarantine Anchorage (See “Pilotage”). 

RESTRICTIONS: Vessel can enter port and depart after sunset. 
Depth of water in the passage is 11.0 m. 

Tidal Range: Max. +1.7 m. Min. —1.3 m. 

MAX. SIZE: See “Berthing”. 

HEALTH: At first port of call in Japan, vessel must obtain Free Pratique. 

Quarantine Officers will attend vessel from 0830 hrs. to 1630 hrs. at 

anchorage. Master to show all Vaccination Cards and Derat Exemption 

Certificate. In case vessel arrives from cholera infected area within 

10 days, Master must advise crew and passengers’ health condition to 

respective Quarantine Office through ship’s Agent, prior to arrival, and 

close all soil pipes before entering port. Radio Pratique available. 

RADIO: Recommended that Master communicates with Agent through 

Choshi Radio or Nagasaki Radio, which cover all ports in Japan. 

Westbound vessels to contact Choshi Radio, and Northbound vessels 

to contact Nagasaki Radio respectively. 

VHF: No VHF service. 

TUGS: 11,000 h.p. and 1800 h.p. 


BERTHING: 
Name of Max. 
Berth Length Depth Draft Capacity 

é , (m.) (m.)  (m.) (g.r-t.) 
Mejima Pier 370 10.0 10.0 2x10,000 
Nihon Cement Pier 150 9.5 9.5 18,000 d.w.t. (1 unloader) 
Kojin Dolphin 150 9.0 9.0 12,500 (Wood chip only) 
Buoy 12.0 12.0 20,000 (Discharge logs) 
Anchorage 12.0 12.0 4x10,000 (Discharge 

logs) 

BRIDGE: None. 


STEVEDORES: At least 24 hours prior notice, excluding Sundays and 

holidays, required in order for Agent to arrange stevedores. Vessel must 

constantly keep her Agent advised of ETA. If stevedores cannot 

commence loading/unloading at time notified by the Agent, the orderers 

must pay for waiting time. If cargo gear not rigged on berthing, 

stevedores will do same for ship's crew at additional cost. Overtime 

surcharges 1700 hrs. — 1900 hrs. 50% additional of basic stevedorage; 

2100 hrs. — 0500 hrs. next morning 130% additional; Sundays/holidays 

60% additional. 

TANKERS: No tanker berth. 

MEDICAL: No advance notice required, unless urgent. 

DENSITY: Average 1025. 

FRESH WATER: Good fresh water supplied either from water barge or 

from hydrants. Capacity of water barge is 180 tons. 

FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 

Osaka Bay and Kanmon Port. At all other ports, bunkers will be lightered 

from the nearest bunker stock ports at maximum 7 days prior notice. 

See No consuls. Marine Note of Protest possible at local Notary 
ublic. 

REPAIRS: Only minor repairs possible. Major repairs can be undertaken 

at Moji or Oita. 

DRY DOCKS: None. 

GANGWAY/DECK WATCHMEN: Not specially 

Passengers or valuable cargo on board. 

OPENING/CLOSING HATCHES: Stevedores carry out opening and 

closing hatches. If any time lost by ship’s crew doing this work, 

stevedores charge ship for waiting. Recommend request stevedores for 

this work, unless crew can complete it before berthing. 

CERTIFICATES: Ship's Register to show Customs Inspector ship's 

registered gross and nett tonnages. Valid Cargo Gear Certificates 

sometimes required by stevedores, when cargo gear maintenance 

appears to be poor. 

CUSTOMS ALLOWANCES: Only allowed 60 cigarettes to take ashore, 

but no spirits. 

CARGO GEAR: See “Certificates”, but no special requirements. 

REPATRIATION: Possible. 

AIRPORT: Oita Airport about 2 hours by train and taxi. JAL, ANA and 

JAS airlines for domestic service. 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 

POLICE/AMBULANCE/FIRE: Police 110, Ambulance/Fire 119. 

TELEPHONES: Not possible to place telephones on board. 

SHORE LEAVE: Local Immigration Offices issue shore passes valid for 

only 15 days, when Saiki is first port of call in Japan. Extension possible 

if ship stays longer. 

SERVICES: All services available from Moji and Oita. 
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required, unless 


AUTHORITY: Oitaken Saiki Doboku Office, 4-1 Na 
Machi, Saiki City, Fukuoka Pref., 876 Japan. Tel: 097208 
FAX: 0972-22-9543. 2 
AGENT: Sub-agents of Aall Barwil Agencies. 

Green Shipping Ltd., Moji, c/o Yoshida Koun Kaisha Ltd. May 
Tsuruya Ku, Saiki City, Oita Pref., 876 Japan. Tel: 0972-23-5: 
775-702 Yosiko J. Fax: 0972-22-5695. Cables: Yoshiko Saiki \ 


SAKAI (Including Senboku and Hannan Port): 
34.34 N. 135.27 E. (Seep, 


DOCUMENTS: 

Ship's Register and Last Port Clearance. 

7 Crew Lists, including Passport Numbers. 

2 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, ox 

wrist-watch, radio, firearms/swords, etc. (if first port of call indy sl 

Ship's Agent will prepare inwards/outward Declaration, ; 4 
Manifest in transit using specific form. Therefore ship's Agent syy @ 
provided with necessary information about details of cargoes inajy 
PILOTAGE: Cable address “Hanshinpilot Osaka”. 24 hour » a 


Sane csc EeaEeveVeeee aa cee 


required. VHF (Osaka Port Radio), Channel 16, JBD Osaka ™ 
Channels 25, 26 and 27. Three boats capacity 15 tons, 147 hy) « 
boards anywhere within harbour area, but preferably at Quay a 
Anchorage — Sector No. 7. Bad weather: Unable to take Pilot. By vi 
measures: Safe pilot ladder. Anchorage for vessel waiting Pilot: 4 u 
Boarding Area. re 
Inland Sea Pilot cable address: “Anjin Kobe” can also be we 
following wharves: Kansai Oil Co. Ltd., Sakai Wharf; Koa Oil (: 
Sakai Wharf. 5 
ANCHORAGES: Quarantine inspection carried out at Quay | 
Anchorage — Sector No. 7 where max. draft 10.0 m. Vessels we 
over 10.0m. have to obtain Free Pratique at Safety Anh 9 
(max. draft 12.0 m.). ; 
Anchorage location for larger vessels is designated on a grids i 
by the Captain of the Port. The instructions will be passed to thet pe 
via the Agent. x 
RESTRICTIONS: Entry not possible after sunset. Sailing py x 
anytime but Pilots not available after sunset. x 
(a) Arrival notice for ships over 500 tons gross must be gy a 
Harbour Master 48 hours prior to arrival. Me 
(b) Entrance passage draft limitation: 11.20 m. wl 
MAX. SIZE: s 
Name of Wharf (Jetty) Max. Draft Max. LOA fr 
; (m.) (m) ine 
Nippon Steel Wharf 3-A/3-B 14.0 255 ist 
Nippon Steel Wharf 2-H 10.2 181 ow 
Ube Kosan Wharf (Export) 9.0 130 sp 
Ube Kosan Wharf (Import) 10.2 174 of 
Public Wharf 3 & 6 9.0 160 exe 
Public Wharf 1, 2, 4, 5 only for vessel less than 500 tons 
Osaka Seiyosho Wharf 9.0 144 Be 
Tankers: 
Max. Max. Max § Co 
Name of Berth d.w.t. LOA Oe 
(m.) (mn 
Cosmo Oil (South Berth) 259,999 333 145 
(North Berth) 195,000 313 145 
General Sekiyu 259,999 333 145 
Koa Oil 150,000 276 145 Ge 
Marubeni Oil 85,000 260 138 
Iwatani Terminal (LPG) 66,000 270 145 foi 
Mitsuitoatsu (LPG)* 66,000 260 14 
Osaka Gas (LNG) No.1 54,000 270 146 
Osaka Gas (LNG) No.2 79,999 270 125 
Ube Kosan (D) 20,000 170 9) Ma 


*See “Shipmaster's Report”. A 
HEALTH: Radio Pratique available. Vessels usually ancho'! 
Quarantine Anchorage in Osaka, where the authorities board a 
Free Pratique. 0s 
RADIO: Recommended Master communicates with Agent # oe 
Choshi Radio or Nagasaki Radio which cover all ports in /# rR 
specifically Westbound vessel, to contact Choshi, and Northoo 


ae Nagasaki Radio respectively. oe 
Call Sign Call On Work on "% 

Osaka Bay Pilot Osaka Bay Pilot Channel 16 Channel PU 
allocates 00 

Harbour Pilot Hamshin Pilot Channel 13 Channel ® Re 
Port Radio Osaka Radio Channel 16 Channel DR 
Sakai MSA Sakai Hoan Channel 16 allocated Sh 


(Captain of the Port) ry 
TUGS: Join vessel at anchorage under instruction or attend Ga) 
Tug lines used, cost in tug hire. tani 
BERTHING: (Berths with less depth or capacity not shown). 9 OP 


Water Total No. Of _* wi, 

Berth No. Depth Length Berths og, 

(m.) (m.) #9 

Shiohama Whart 1 7.0 120 1 1% 

Ohama Wharf 1 4.5 60 1 y CUS 

Ohama Wharf 2 5.5 270 3 y 8 

Ohama Whart 3 7.0 240 2 as Cay 

Ohama Whart 4 9.0 165 1 } RES 

Ohama Wharf 5 10.0 370 2 ; AIR 
Ohama Wharf 6 75 130 1 


“ma Whart 1 5.5 540 6 2,000 
eorinart 1 5.5 360 4 3,000 
wharl 2 7.5 390 3 6,000 
ett 1 4.5 480 7 1,000 
3 10.0 555 3 18,000 

4 7.5 260 2 6,000 

5 10.8 200 3 30,000 

6 9.0 150 2 15,000 

2 7.5 390 3 6,000 

ia Wharf 1 10.0 185 1 15,000 
baer 12.0 260 1 20,000 
Buoys 12.0 230 1 15,000 
Buoys 12.0 190 1 10,000 

wy BUOYS 12.0 160 1 5,000 
ei Whart 1 6.5 202 2 2,000 
Whart 6 400 3 3,000 


4 2 5 
ee many additional berths with depth of 2 m. — 4m. 
RES: At least 24 hours prior notice excluding Sundays and 
sas required in order for Agents to arrange stevedores. Vessel must 
keep her Agents advised of ETA. If stevedores cannot 
joading/unloading at time notified by the Agents, the orderers 
«¢ pay for waiting time. If cargo gear not rigged on berthing, 
| geiores will do same for ship's crew at additional cost. Overtime 
1700 — 1900 hrs. 50% additional of basic stevedorage; 2100 
“g0hrs. next morning 130% additional; Sundays/holidays 60% 


al. 

BCA: No advance notice required unless urgent. 

@KERS: Berthing Procedure at General Wharf: Vessels may enter 
«madera Passage during daylight hours only, from 0700 hrs. until 
i 2hours before sunset. In addition, for mooring larger vessels a 
woneter is provided on bridge. No entry is made if wind speed is 
‘= sec. or over (for VLCC’s 10 m./sec.), or if a typhoon is forecast. 
mally 4 tugs attend to a vessel of 160,000 d.w.t. and 6 tugs to 
mevessels. The local rule is that total tug power is from 8% to 10% 
vessel's deadweight, depending on weather conditions. 

‘eberthing manoeuvre is carried out by the attending tugs with very 
ssistance from the ship's engines. The vessel approaches the 
| ata5° angle until about 2 ship lengths away. Then, the vessel is 
mii parallel to the berth, about 200 ft. to 300 ft. off, and eased 
msde by the tugs and mooring lines. The approach speed is 
mimately 0.5 knots until 1 ship length away. Currents in the basin 
ery weak. 

tng: The 2 mooring launches have insufficient power to handle 
sand consequently are slow. However, an additional large launch 
irate available to handle wires. The normal mooring sequence is 
wad back spring, aft back spring, bow line, stern line, and breast 
% In view of the underpowered mooring launches, it is advisable to 
eynthetic lines for the bow and stern lines. The normal mooring 
wiguation is 4 bow lines, 2 forward breast lines, 2 forward back 
mgs, 2 aft back springs, 2 aft breast lines and 4 stern lines. In view 
ite limited space available in front of the bow, care should be 
mmsed not to overshoot the berth. 


: Discharge 
# Product Shoreline ae 
, t.p.h.) 
’s0 Oil (North) Crude Oil 12 in.x3 6,000 
Fuel Oil 12 in.x1 600 
Propane 12 in.x1 1,000 
Butane 12 in.x1 1,000 
(South) Crude Oil 16 in.x2 8,000 
' Fuel Oil 16 in.x1 600 
eal Sekiyu Crude Oil 12 in.x3 7,500 
LPG 12 in.x1 1,000 
#0i Crude Oil 12in.x3 7,500 
Fuel Oil 12 in.x1 2,500 
Naphtha 12 in.x1 2,000 
! LPG 12 in.x1 1,100 
"beni Oil Fuel Oil 10 in.x2 4,000 
(LPG) Propane 12in.x1 1,500 
Butane 12 in.x1 1,500 
“oatsu (LPG) Propane 12in.x1 700 
4 Butane 12 in.x1 1,300 
“2Gas (LNG) No.1. LNG 12 in.x3 7,200 cu.m. 


te (LNG) No.2. LNG 12in.x3 12,500 cu.m. 
WATER: Minami Hakuchi anchorage by barges. All other 
fves by shore line. 
HA a Gas Wharf and Nippon Steel Corporation Wharves 
“other wharves, 1010 to 1025. 

‘Most domestic and bonded fuels available. 


Pars: See “Osaka”. 

“eS Hitachi Shipbuilding & Engineering Co. Ltd., Sakai 

pin io No. 2, length 455 m., width 63 m., depth 11 m., capacity 

NGWAYIDECK WATCHMEN: Recommended and compulsory for 

enc” Cargo. 

“pia ISING HATCHES: Stevedores open and close hatches 

) Btric Subject to charter party. 

eter CATES: Ship's Register to show Customs Inspector ship's 
®d gross and nett tonnages. Valid Cargo Gear Certificates 

Rear to required by stevedores when cargo gear maintenance 


Ns 
‘Toms ALLOWANCES: Each man allowed 200 cigarettes to take 
Spirits. 
EAR: See “Certificates” but no special requirements. 
r. TION: Possible. 
‘International Airport Osaka, 45 km. distant. 


JAPAN 


TIME: GMT plus 9 hours No alterations made to clocks during year. 
POLICE/AMBULANCE/FIRE: See “Osaka”. 

TELEPHONES: Available except Nippon Steel Wharf and Public Wharf. 
SHORE LEAVE: Local Immigration Officers issue shore leave pass valid 
for 3 days, but a 9 day pass is obtainable in case where a vessel stays 
in port for longer period. 

DEVELOPMENTS: 29 berths under construction at Sakai-Senboku. 
Max. depth 12 m. 53 berths under construction at Hannan, depths from 
4m.-—12m. 


SHIPMASTER’S REPORT: February 1980. (L.P.G. Carrier). 

Osaka Bay: Also see “Kobe” — “Shipmaster’s Report”. 

Entry: No transit of Tomogashima Strait at night from Sunset to Sunrise. 
This is not a regulation but a Japanese Government request which for 
all intents and purposes is a requirement. 

Pilotage: Bay Pilot is a recommendation for LPG carriers which again 
means a requirement. About 97% of overseas shipping and 60% of 
Japanese foreign going shipping use this service. 

Lights: Flashing red over green to be permanently on day and night in 
Japanese waters if vessel over 200 m. length. Red is for dangerous 
cargo and flashes at 120 to 140 flashes per minute and green for vessels 
over 200 m. flashes at 180 to 200 flashes per minute. 

Two black cylinders by day for over 200 m. length plus 1st substitute 
over ‘B’ for dangerous cargo. 

Fire Wires/Mooring Line: To be rigged starboard side fore and aft, plus 
1 mooring line at each end. !n actual fact we kept the fire wires in during 
transit of Osaka Bay in case of slippage and getting caught in propeller. 
The Pilot approved. 

Navigation: Sumoto — Oki Light Buoy: Lat. 34°21.1'N., Long. 
135° 00’ E. must be left to port (North or South bound). This is not 
indicated on BA.3614 as a traffic separation buoy. The Pilot advised me 
that some foreign ships without Pilot leave this buoy on the wrong side, 
if JMSA catch any vessel doing this they are liable to prosecution. No 
navigation in visibility less than 1 mile and no berthing when wind speed 
exceeds 12 m./sec. 

Pilot: Boards about 7 miles South of Tomogashima. Cable: ‘Bay Pilot 
Kobe’ 12 hours ETA, if any alteration cable ‘Urgent Bay Pilot Kobe’. 

Then by VHF through Kobe Port Radio — range 80 miles. Pilot nearly 
always starboard side. Boards from 3 fairly fast purpose built red hulled 
cutters based at Sumoto on Awaji Shima Island. 

Pilot disembarks about 1 mile South of Tomogashima Strait. 

Entry: For LPG carriers and certain other dangerous classification ships 
there is no night passage of Tomogashima Straits or Osaka Bay which 
means from about 1600 hrs. to 0600 hrs. there is no transit. Further 
complications are: 

(1) At the berths themselves at Sakai and Kobe, LPG movements 
and berthing during darkness prohibited. 

(2) If vessel has no Sanitary Certificate Free Pratique cannot be given 
which means anchoring at Osaka Quarantine anchorage for Pratique. 

(3) The cost of an escort tug whilst vessel is at anchor is fairly costly 
about £100 per hour. 

Therefore if Pratique is required (No Sanitary Certificate) and berthing 
that day is undertaken, arrival at Tomogashima pilot station can only be 
between 0600 to 0930 hrs. as the Quarantine service finishes for lunch 
time and if Pratique is not granted before lunch, entry is unlikely to take 
place that day. 

If Sanitary Certificate is held, Pilot boarding at Tomogashima can be 
between 0600 to 1200 hrs. 

Pratique: Free Pratique can only be given on proper notification by Radio 
24 hours before arrival to Quarantine Service, prefixed by RPM through 
Agent. Current Sanitary Certificate must be held. 

Pratique is granted whether or not Sanitary Certificate held but as 
above delay will be entailed. Granted at Osaka Anchorage between 0830 
to 1200 hrs. and 1300 to 1700 hrs. Sanitary Certificate costs about £100 
and is valid for 1 year. Application is made through Agent who arranges 
prior inspection by ‘Rentokil’ mene (£100) for any debugging and water 
testing and then followed by Government inspection which takes about 
1.5 hours. Storerooms, fridges, galley, toilets, garbage bins, drinking 
water, etc., checked. This certificate entitles vessel to Free Pratique. 

If the ship is not calling at Japan again within the 12 month period it 
is of little value, otherwise if likely to call, for an LPG ship with restricted 
entry the £200 could be well spent. 

For Pratique, vessel anchors in Osaka Quarantine anchorage position 
Lat: 34° 37’ N., Long: 135° 21.5’ E. (approx.). 

Escort Boat: A fire-fighting escort tug is required for Loaded LPG ships 
in port limits. An escort boat of smaller capabilities is required for LPG 
ships in Vapour taking on bunkers or Lub oil in port limits. 

Approximate cost of firefighting tug is £100 per hour. 

Therefore to anchor overnight to await berthing in loaded condition 
will require escort tug costing in region of £1,500. During cargo 
operations instant communication must be maintained with escort tug 
by VHF or Walkie Talkie. 

Sakai: 
Notice of Readiness: On anchoring at Quarantine anchorage or when 
Harbour Pilot boarding, whichever first. 

Agent suggests tendering Tomogashima Pilot and seeing if receiver 
accepts. 

Pilot: Harbour Pilot boards at Quarantine anchorage or at No. 1 and 2 
Buoys Hamadera Passage channel as indicated on BA.3614. 

Depth: Minimum depth in channel found to be 18 m. 

V.H.F.: Kobe Port Radio, very powerful station — 80 miles range. Osaka 
Radio used for public correspondence. 

Tugs: Two tugs join about half way down buoyed channel. Usual 
powerful Japanese type, tug’s lines. 

Berth: Mitsui Toatsu — Fertiliser berth: Position Lat 34° 32.45’ N., 
Long 135° 25.6’ E. 

Port Side to. 

Depth: 14.5 m. 

Stern overhangs end of quay. 

Gangway can be easily landed. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, by 


No stores on quay. 

If wind speed exceeds 
disconnection. 

Vessel must be connected and have commenced pumping by sunset. 

Solid concrete pile quay wall with ample fenders. 


15 m./sec. no berthing and_ instant 


Lines: 3, 2, 2, each end. Line boat available, about 1.5 hours to tie up. 


Connections: Rubber hoses for liquid and Vapour Return. 
Propane line 12 in., Butane line 12 in. connection ASA 150. 
Vapour 8 in. for both. 
Shore labour with shore reducers. 
Takes about 1.5 hours to connect. 
Rate: Maximum able to accept: Propane: 800 m.t.p.h. 
Butane: 1,300 m.t.p.h. 
We were pumping at very close to this figure all the time with 3 pumps 
on each grade — shore restriction. 
Cargo General: Little back pressure. 
We had no surveyor, all tonnages on shore figures. 
Plant capacity: Propane: 1 tank of 20,000 metric tons. 
Butane: 3 tanks 12,000 metric tons. 
1 tank 24,000 metric tons. 
Approximately 15 m. of hose is used from shore manifold. 
Fire axe required for moorings each end. 
Watchman: English speaking watchman with telephone on board 
throughout 24 hours. 
Departure/Arrival: Latest 1700 hrs. 
Arrival: Hoses must be connected and discharge commenced before 
sunset. 
Facilities: No stores alongside. 
Water available, about Yen 700 per tonne. 
Doctor will board vessel at minimum charge of Yen 20,000. 
STD telephone to U.K. very expensive. 
Crew changes: Via Osaka International Airport — no difficulties. 
Repairs — Diawa (Company accredited Japan repair company). 
Kobe H. Kajita (Konishi now in general office). Tel: 078-681-6001. 
Telex: 5622-849 Daiwindus. 
Documents: 1st Port: 
Health Declaration 
Vaccination List. 
Application for Shore Pass. 
Crew Manifests (Crew Declaration) — Japanese Form. 
Crew List — Ship. 
Declaration (Ship Information) — Japanese Form. 
Ship’s Stores. 
If any crew changes new personnel must be added onto original crew 
list (Manifest). 
Seal Bond only, leave Beer Room open. 
Usual procedure with shore passes — all handed in on departure, 
bottom torn off if calling at 2nd port and re-application made. 
For 2nd Port: 
7 Crew Lists. 
1 List Ship’s Stores. 
1 Application Shore Passes. 


@O-Nwooa = 


AUTHORITY: Sakai Port Administration Office, 1, Shiohama-cho, Sakai 
City, Osaka. Tel: (0722) 38-5241. 


AGENT: Sub-agents of Aall Barwil Agencies. 
Asakawagumi Unyu Co. Ltd., 2F Osaka-fu Rinkai Center Building, 7- 
banchi, Ishizunishi-machi, Sakai City, Osaka 592, Japan. Tel: (0722) 


43-0064. Telex: 5374-349 AsaSkJ. Fax:(0722) 45-1743. 
Cables: Asakawa Sakai. 
SAKAIDE: 34.19 N. 133.51 E. (See Plan) 


DOCUMENTS: 

1 Voyage Memorandum (List of Ports of Call). 

Ship's Register. 

International Tonnage Certificate. 

Last Port Clearance. 

5 Crew Lists, including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 

malehonntny: radio, firearms/swords, etc (only at first port of call in 
apan). 

Ship's Agents will prepare Inward/Outward Declaration, 1 Cargo 

Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship's Agent should be provided with necessary information about details 
of cargoes in advance. 
PILOTAGE: Inland Sea pilotage should preferably be arranged through 
Agent 72 hours’ notice. Urgent correction of ETA outside business hours 
should be cabled direct to pilot station. Inland Sea Pilot Association 
covers all Inland Sea ports. Pilotage is compulsory for vessels over 
10,000 g.r.t. Pilots obtained from one of three pilot stations dependent 
upon vessel's last port of departure and at Master's discretion. Pilotage 
available throughout 24 hours and 72 hours advance notice preferred, 
thereafter advising any alterations. Most Inland Sea Pilots also act as 
Harbour Pilots up to berth or anchorage at destination. Also see 
“Shipmaster's Report’ before first port. 

1. Wadamisaki, at entrance to Kobe (vessels transitting Kii Straits) 
Position Lat. 34° 34’ 35” N., Long. 135° 08’ 24” E. Telegraphic address 
“Anjin Kobe”. 

2. Sekisaki, 3 miles South of Sekisaki Lighthouse (vessels transitting 
Bungo Channel). Position Lat. 33°13’N., Long. 131° 55’ 38" E. 
Telegraphic address “Anjin Saganoseki". In event bad weather, 
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recommended vessels proceed for shelter as near as POssits 


due regard to safety, to Sekisaki pilot station. 
3. Hesaki, at East side of Kanmon (Shimonoseki) Straits 5, 


Lat. 33° 57’ N., Long. 131° 03’ E. 
Station. 


4. Tomogashima 
Long. 135° 00’ E. 


ANCHORAGES: Port located on North coast at East Part of 
Island in Inland Sea. 

Boundaries and Areas. Area bounded by line joined with 
East corner of Sosha river mouth, Mamako-Hana of Sem) in 


Pilot 


Tako-Saki of Shotsuji- Yama. 


Depth of water inside harbour limit: 9 m. Outside harbour lim 
RESTRICTIONS: Vessels entering and/or leaving during : 
at wharves; but no restrictions day and ni 
favourable weather conditions prevail. 


MAX. SIZE: 
Berth 


West Wharf 
Center Pier No. 1 
Center Pier No. 2 
Center Pier No. 3 
Mitsubishi “A” 
Mitsubishi “B” 
Mitsubishi “C” 
Mitsubishi “L” 
Cosmo Oil No. 1 
(Dolphin type) 
Cosmo Oil No. 2 
Hayashida Wharf 


Max.Draft Capacity 
No. d.w.t./g.r.t. 


Zen-Noh Fuel Terminal 


(LPG Terminal) 


HEALTH: At first port of call in Japan, vessel must obtain Free Py 
Quarantine Officers will attend vessel only from daylight to sung 
Master to show all Vaccination Cards, Derat Exemption Certifg 
case vessel arrives from Cholera infected area within 10 days| 
must advise crew and passengers health condition prior to amy 
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close all soil pipes before entering port. 


RADIO: Recommended Master communicates with Agent § 
Choshi Radio or Nagasaki Radio which cover all ports in) 
If specifically Westbound vessel, to contact Choshi, and Northtg 


contact Nagasaki Radio respectively. 


VHF: Sakaide Port Radio is located on top of Seijima (Lat. 347 
Long. 133° 51' E.). Watch is kept from 0600 hrs. to 2000 hrs. eat 


on Channel 16. 


TUGS: Wharves: Join vessel at Sea Anchorage, using tug's line# 


Position 


ght at sea anchorage pp, 


130,000 d.w.t. 


2am 


Lat. 34 


2,500 g.r.t. 
13,000 g.r.t. 
5,000 g.r.t. 
1,500 g.r.t. 
40,000 g.r.t. 
30,000 g.r.t. 
25,000 g.r.t. 
15,000 g.r.t 


50,000 d.w.t. 
30,000 d.w.t. 
5,000 d.w.t. 
2,000 d.w.t. 
700 d.w.t. 


53,372 d.w.t. 
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charge. Sea Anchorage: No tug required in normal conditions. 
BERTHING: No specific requirements. Pilot boarding time will bew 
by ship's Agents mainly by radio. 


Berth 


West Wharf 
Center Pier No. 1 
Center Pier No. 2 
Center Pier No. 3 
Mitsubishi “A” 
Mitsubishi “B” 


Mitsubishi “C” (Coke) 


Mitsubishi “L” 
(Alumina) 
Cosmo Oil No. 1 
(Dolphin type) 
Cosmo Oil No. 2 
Hayashida Wharf 
(A) 


(B) 
(C) 
D 


(D) 
Zen-Noh Fuel Terminal 


(LPG Terminal) 


Length 


(m.) 


Depth 
(m.) 
7.0 
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Cargo Hands 
Facilities 


21,500 t.p.h. of 
2500 t.p.h. cat 
1350 t.p.h. loat 
2300 t.p.h. pipe 
2x 16 in. manioe 


2x12 in. manitee 


Pipelines: 

Propane Gas 
Liquid 2,600 & 
Gas 2,750k Ss 

Butane Gas 
Liquid 2,54! 
Gas 2,700! 
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STEVEDORES: At least 24 hours prior notice excluding Sun 
holidays required in order for Agent to arrange stevedores. Ves* 
constantly keep her Agent advised of ETA. If stevedores? 
commence loading/unloading at time notified by the Agent, the®® 
must pay for waiting time. If cargo gear not rigged on bf 
stevedores will do same for ship's crew. Normal working hours: § 
— 1630 hrs. Overtime surcharges 1630 hrs. — 2130 hrs. 60% a 
of basic stevedorage; 2130 hrs. 


additional; 0700 hrs. — 0830 hrs. 60% additional; 


100% additional. 


— 0700 hrs. next moming: dc 


Sundays™ | 


MEDICAL: No advance notice required unless urgent. 2. 
TANKERS: Cosmo Oil Co.Ltd. No. 2 Pier: Max. size 50,000 oe 
LOA 230m. Max. draft 11.0m. 2x24 in. for crude (400° . 
1x16 in. for fuel (1,000 kl.p.h.); 2x14 in. for chemical y 


(10,000 kl.p.h.). 


Cosmo Oil Co.Ltd. Pier No. 1 (Sea Berth): Max. size 130,00 
216 in. 
Max. unloading rate 10,000 kI.p.h. oe 
DENSITY: Inside harbour limit 1025. Outside harbour limit © S 


depth alongside 


19.6 m.; 


tal 
connections {0 ' r- 


wATER: Sea anchorage. No water barge available but usually 
oom Onomichi (about 4 hours run to Sakaide). Rate of delivery 
oot h, dependent on barge. 

(ee pier: Can be supplied by shore line with capacity 25 t.p.h. 
wish Kasei Wharf: Can be supplied by shore line with capacity 


== he 


- 


. A grades of bonded bunkers are stocked in Tokyo, Ise Bay, 
aa and Kanmon Port. At all other ports bunkers will be lightered 
ne nearest bunker stock ports at maximum 7 days prior notice. 
| pRECAUTIONS: No specific precautions. 

Sus: None. See “Kobe”. 
urs: Only minor repairs. 

DOCKS: Kawasaki Heavy Industries Ltd., Sakaide, which is 
Peto dry dock. Dock No. 2 for 500,000 d.w.t. vessel. 
*<72m.x12.3 m. Not yet in action for ship repairs. Only used at 
“1 or ship building and after services. 
gating dock with capacity 80,000 d.w.t. under construction. 
wow. YIDECK WATCHMEN: Not specially required unless 
sesengers OF valuable cargo on board. 

LOSING HATCHES: Stevedores carry out opening and 

hatches. If any time lost by ship's crew doing this work, 
eedores charge ship for waiting. Recommend request stevedores for 
«wok unless crew can complete it before berthing. 
@sFICATES: Ship's Register and International Tonnage Certificate 
“sow Customs Inspector ship's registered gross and nett tonnages. 
«Cargo Gear Certificate sometimes required by stevedores when 
egear maintenance appears to be poor. 
“10MS ALLOWANCES: Only allowed 50 cigarettes to take ashore, 
yr spirits. 
io GEAR: See “Certificates”, but no special requirements. 
svEYORS: 
Facer Kaiji Kentei Kyokai is stationed at Sakaide. 
| Nepon Kaiji Kyokai (NK Class) and Lloyd’s Register are stationed 


7) 
is 


a7 6F 


iSakaide. 
@ATRIATION: Possible. 
WORT: No airport. Nearest Takamatsu, All Nippon Airways 4 flights 
»)aka and 3 to Tokyo and TOA domestic airlines to Tokyo/Fukuoka. 
GMT plus 9 hours. No alterations made to clocks during year. 
@uDAYS: National Holidays — See “Niihama’”’. Local Holidays: New 
ws Day (Lunar Calendar). 
«ship's movement can be effected on January 1st, 2nd and 3rd, 
8th and October 15th. 
*CEAMBULANCE/FIRE: Police 110; Ambulance 119; Fire 119. 
jade Maritime Safety Base, 6-2858. 
REPHONES: No facilities for placing telephones on board. 
, | WKS: No American/European banks. But it is possible to collect 
,| my) currency, especially U.S. Dollars, at The 114th Bank, Ltd., 
‘wanatsu. 
,| TRING: See “Prelims”. 
‘ Available by both, however, for Asia Kyoseki by barge. 
.| 1 Available during cargo operations. 
) Available, however at Mitsubishi “A” or “B" berth — by barge for 
. goods. 
‘No, however, at Centre Pier East/West they are available. 
j “d special regulations. 
6 Yes. 
WORE LEAVE: Local Immigration Offices issue shore pass valid for 
"7 days, but extension for next 7 days possible if ship stays longer. 
#NERAL: Mitsubishi Chemical Industries Co. Ltd., Sakaide Works. As 
tet of above works located outer harbour limit of Sakaide port, the 
“mentioned procedures required: In conformity with regulations, 
®sel required to get special permission for entering into closed port, 
*iwill be given from Shikoku Maritime Bureau. 
astoms request vessel calls Mitsubishi Chemicals Wharf to obtain 
tal permission for entering. If tonnage dues paid prior arrival, this 
™edure will be attended to by Agent. 
\atng anchorage: Avoid Bisan Seto Boundary according to special 
zone navigation order. Imperative to exclude water surfaces with 
“®ished Fishery Privilege. 
‘sels waiting to berth at centre pier are lightened at anchor. 
SHORITY: Sakaide Port Administration Office, 1-5-32 Irifune-cho, 
hea Pref. of Kagawa, Japan. Te/: 0877-46-2518. Contact: Port 


‘QT; Sub-agents of Aall Barwil Agencies. 

‘reane Transportation Co. Ltd., 7-45, Chikko-cho, 1-chome, 
_ City, Kagawa Pref. 762, Japan. Tel: (0877) 45-7717. Telex: 
Ag Fax: (0877) 44-1293, 0897-32-3322. Cables: Morizane 


UKAIMINATO: 35.32 N. 133.14 E. 
CUMENTs: 


ys Register (and International Tonnage Certificate, if ship's 
ine. does not show gross and nett tonnages). 
ity ort Clearance. 
&w Lists, including Passport numbers. 
25eenger Lists. 
Decks, Lists. 
oT arations of Crew's Baggage. 
1a ; ad compulsory. Pilot available at position Lat. 35° 32’ N., 


Pane Centre of anchorage about 1,000 m. off breakwater 


(See Plan) 
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JAPAN 


RESTRICTIONS: Berthing and unberthing only allowed in daytime. 
Draft limitation in Passage No. 1 — 9.0 m., and in Passage No. 2 — 

13.0 m. 

HEALTH: Radio Pratique is available and ordinary quarantine inspection 

takes place at Quarantine Anchorage (See “Pilotage”’). 

TUGS: 1300 h.p., 1x800 h.p. and 12,400 h.p. 


BERTHING: 
Permissible 

Name of Berth Length Depth Draft Capacity 

: (m.) (m.) (m.) (g.r.t.) 
Gaiko Berth No.1 370 9.0 8.3. 2x10,000 
Gaiko Berth No.2 260 25 71 25,000 
* Chuo Berth No.1 200 7.0 6.5 2x3,000 
* Chuo Berth No.2 91 6.5 5.3 11,000 
* Chuo Berth No.3 273 6.4 6.2 2x3,000 
Showa South Berth 270 13.0 11.5 140,000 
Showa South Berth 185 10.0 9.5 115,000 
* Eshima Berth 165 9.0 8.1 15,000 
* Eshima Dolphin 180 9.0 8.1 110,000 d.w.t. 
* Eshima Dolphin 360 9. 8.1 110,000 d.w.t. 


* Height restriction (top of mast to sea level) of 38m. for vessels 
proceeding to Chuo Berths and Eshima Berths. 
STEVEDORES: Log gangs available. 
iden WATER: Available at berths. Only available by barge at Eshima 
lolphin. 
FUEL: Domestic oil is available. Bonded oil to be brought from Moji with 
sufficient advance notice. For bunkering, oil boom has to be arranged. 
GENERAL: Immigration: Authorities stationed at the port. 
Lightering: Not possible. 
Provisions: Available. 
AGENT: Sub-agents of Aall Barwil Agencies. 
Sakaiminato Kairiku Unso Co.Ltd., 43, Taisho-machi, Sakaiminato 
City, Tottori Pref., 684 Japan. Tel: (0859) 42-2123. Telex: 5759-583 
Kairik J. Fax: (0859) 42-3744. Cables: Kairiku Tottorisakaiminato. 


SAKATA: 38.55 N. 139.48 E. (See Plan) 


Located at mouth of Mogami River. Strong wind blows from Japan 
Sea November to March. 

In Winter season, wave height between 3 m. to 5 m., length 70 m. to 
80m. and period 7 to 10 seconds. Current South to North along 
coastline. 

TIDAL RANGE: 


Higher high water +61 cm. 
Spring tide high water +45 cm. 
Neap tide high water +41 cm. 
Mean sea level +39 cm. 
Neap tide low water +35 cm. 
Spring tide low water +31 cm. 
DOCUMENTS: 
Ship's Register. 
Last Port Clearance. 


3 Crew Lists including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 

wrist-watch, radio, firearms/swords, etc., (only at first port of call 
in Japan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 Cargo 
Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship's Agent should be provided with necessary information about details 
of cargoes in advance. 

PILOTAGE: Order Pilot through Agent. In bad weather, wait instructions 
from Agent. 

ANCHORAGES: 1. All sea areas (except waterway) available for 
anchorage. No prohibited anchorage areas. Pilot station and quarantine 
anchorage position is the area in the 500 m. radius circle centre of which 
is 260° — 3,100 m. from Sakata Light Station. 

2. In Winter season (1st Novmeber — 31st March), keep watch on 
VHF Channel 16 for notice about dragging anchor, issued by Akita Hoan. 
RESTRICTIONS: Ship movements in daytime only. 

MAX. SIZE: 70,000 tonnes d.w.t., LOA 230 m. and draft 11.8 m. 
HEALTH: At first port of call Japan, vessel must obtain Free Pratique. 
Quarantine Officers will attend vessel only from daylight to sunset and 
Master to show all Vaccination Cards, Derat Exemption Certificate. In 
case vessel arrives from cholera infected area within 10 days, Master 
must advise crew and passengers’ health condition to respective 
Quarantine Office through ship's Agent prior to arrival and close all soil 
pipes before entering port. 

RADIO: Recommended that Master communicates with Agent through 
Choshi Radio, which covers all ports in Japan. 

TUGS: 11,600 h.p., 1x2,600 h.p. and 12,900 h.p. 

STEVEDORES: In order to arrange stevedores, advance notice required 
by Agent at least 24 hours before, except Sundays and National 
Holidays, 

Logs, 1,400 cu.m. per day are handled by ship's winches. 
MEDICAL: No advance notice required unless urgent. Medical facilities 
available at Sakata City Hospital. 

TANKERS: 2 berths. Depths 7.0 m. and 7.5 m. 

FRESH WATER: Wharf feedwater only. No water boat. 

FUEL: All kinds of bonded oil available at Bay of Tokyo, Bay of Ise and 
Port of Kanmon. Bunkers lightered from Hakodate provided at least 
7 days’ notice given. 
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BERTHING: No particular requirements. 
Agent communicates by means of ship's radio with respect to the 
exact time when the Pilot has to be taken on board. 


No. of 

No. Name Berths Depth Length 
(m.) (m.) 
2 Sodeoka Wharf 3 = 7-9 390 
3 Suisan Wharf (No. 2) - = 45 380 
4 Suisan Wharf (No. 1) - — 4S 140 
5 East Wharf (Funa ba-cho) 9 — §:5 555 
6 East Wharf (Shin machi) 2 — 7.5 260 
” West Wharf 1 —10.0 185 
8 West Wharf 1 =. Shot 53 
9 West Wharf 2 — 5:5 180 
10 Ohama Wharf (No. 2) 5 — 45 305 
11 Ohama Wharf (No. 2) 1 — §i5 90 
12 Ohama (No. 1) 2 9.0 330 
13 Sekiyukichi Pier (Private)-Oil 2 — 7.0 92 
14 Kominato Wharf (No. 1) 1 —13.0 270 
15 Kominato Wharf (No. 2) 1 —10.0 185 
16 Kominato Wharf (No. 3) 1 —10.0 185 
17 Kominato Pier 1 —10.0 253 
18 Kyohatsu Wharf (Private) 1 =15.0 160 
19 Sumikei Wharf (Private) 1 =—13.0 270 
20 Kyohatsu Pier (Private)-Oil 2 oar Aa) 324 


CONSULS: Korean Consulate Tel: 0222-21-2751. 
REPAIRS: Minor repairs only. 
GANGWAY/DECK WATCHMEN: Not specially 
passengers or valuable cargo on board. 
OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches. If any time lost by ship's crew doing this work, 
stevedores charge ship for waiting. Recommend request stevedores for 
this work unless crew can complete it before berthing. 
CERTIFICATES: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. 

Valid Cargo Gear Certificates sometimes required by stevedores 
when cargo gear maintenance appears to be poor. 
CUSTOMS ALLOWANCES: If voyage over 30 days — 200 cigarettes 
and one bottle of spirits per man. 
REPATRIATION: Crew replacement conducted basis “landing for 
transfer to another vessel”. 
AIRPORT: Yamagata Airport, situated 105 km. from Sakata. 4 flights 
per day. Shonai Airport, situated 25 km. from Sakata, 1 flight a day. 
TIME: GMT plus 9 hours. No alterations. 
HOLIDAYS: Public offices closed on Sundays and National holidays. 
Cargo work every day except Sundays and 30th December — 4th 
January. 
POLICE/AMBULANCE/FIRE: Police (urgent) Tel: 110; (usual) Tel: 22- 
6611. Ambulance (urgent) Tel: 119; (usual) Tel: 22-3214. Fire (urgent) 
Tel: 119; (usual) Tel: 22-3214. 
TELEPHONES: No facilities for placing on board. 
SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
only 15 days, extensions possible if ship stays longer. 
AUTHORITY: Sakata Port Office, 5-15 Funaba-Cho, 2-Chome, Sakata- 
Shi, Yamagata Pref. Te/: 0234-23-5444. Contact: Teizoh Nakamura, 
Sakata Port Office. 


AGENT: Sub-agents of Aall Barwil Agencies. 

Sakata Kairiku Unso Co.Ltd., 6-19, Funaba-cho 2-chome, Sakata City, 
Yamagata Pref. 998, Japan. Tel: (0234) 22-1801/5. Telex: 8733-08 
Kairik J. Fax: (0234) 22-2869. Cables: Kairiku Sakata. 


required, unless 


SASEBO: 33.10 N. 129.43 E. (See Plan) 


DOCUMENTS: See “General — Customs and Immigration”. 
PILOTAGE: Compulsory. Vessel should keep Pilot closely advised 
through Agent, of ETA pilot station at least 24 hours prior arrival and 
any subsequent change. Pilot boards vessel 1.8 mile N.W. Kogosaki 
lighthouse. (Lat: 33° 06’ N., Long: 129° 38’ E.). In bad weather, Pilot will 
board at Lat: 33° 05’ 48” N., Long: 129° 40’ 24” E. 

Telegraphic address of Port Captain “JNK” 500 kHz (Sasebo Maritime 
Safety Office). 
ANCHORAGE: Ample good holding ground in inner harbour, but is 
controlled by U.S. Navy and only following anchorage available for 
commercial vessels: No. 3 Section, Depth 10 m. — 37m. Capacity 
20,000 g.r.t. and over x 10. 
RESTRICTIONS: Entry and departure from sunset to sunrise only 
allowed under extenuating circumstances subject to Port Captain's 
special permission (U.S. Naval vessels excepted). No particular 
restrictions upon draft or tide conditions. Berthing during day only. 
Controlling depth of water — in the passage 23 m. — 54 m., at anchorage 
10m. — 37m. 
MAX. SIZE: See “Berthing”. No particular limitation for entering port. 
For berthing however, acceptable length, draft and breadth will be 
decided case by case in accordance with conditions of each berth 
consulting with Pilots, U.S. Navy and Port Captain. No tanker 
installations outside port. 
HEALTH: See “Moji’”. Quarantine station: Lat: 33° 05’ 30” N., Long: 
129° 42' 00" E. 1.5 miles East of Kogosaki Lighthouse. Vessels 
chartered by USN (GAA, T/C, CVC, V/C) shall be cleared by U.S. Navy 
Quarantine and service available after sunset also. 
RADIO: See “Yokohama”. 


1148 


Ds 
Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, be 


TUGS: Normally join vessel about 0.5 — 1 hour prior berthing 
lines used. Charge for use of lines included in tug hire. ™ 
No. of 


Tugs Horse Power Owner 
1 3,800 Nishi-Nippon Harbor Servigg., 
2 3,200 Nishi-Nippon Harbor Service. 
3 2,900 Nishi-Nippon Harbor Service» 
1 2,000 Nishi-Nippon Harbor Services 
4 640 Nishi-Nippon Harbor Service.* 
1 2,400 Sasebo City ? 
BERTHING: 
Wharf Length Depth Capacity Cargo Reng 
“Ht, (m.) (ft.) (g.t.) 
lorizaki 80.5 32 20,000x1 Oil Under Usy 
Motofune No. 1 79.5 32 20,000x1_,, = 
Motofune No. 2 79.5 32 20,000x1 at F 
Akasaki No. 1 & 2 298.0 40 20,000x2  ,, 
Akasaki No. 3 219.0 40 20,000x1 ” 
Yokose 88.0 45 20,000x1__,, k 
India Berth No. 1 254.4 31  20,000x1 Fox gg 
” » No23 363.5 31 20,000 x 2 Ree, 
bo »  Nor4-6 575.5 31  20,000x3 Repairs @NG genes 
of » No. 7-8 363.5 31 20,000 x2 a 
» Nog 151.5 31 20,000x1 


No. 1 is under control of U.S. Navy. : 


No. 2-5: Exclusive use of SSK (Shipyard) 
No. 6-9: Under control of the U.S. Navy. No. 6 and 7 Berths can be us 
commercial vessels, subject to the U.S. Navy's permission 


Uragashira 260 24.5 5,000x2 General 
Maehata Gaibo No.1 185.0 33 20,000x1 Grain and genes, 
Maehata Gaibo No.2 190.0 36 25,000x1 Grain and genes, 
Ekiura Wharf 150.0 16 1,000 x2 General cay 
Hizukushi Wharf 105.0 15 500 x2 4 5 
Maehata Wharf 143.0 15 500 x3 % 
No. of Buoy Depth Capacity (g/t) 
10 Over 10,000 
23 9m.—23m. 5,000 to 10,000 


7 Under 5,000 
These buoys also controlled by U.S. Navy and their use for com 
purposes subject to U.S. Navy's permission, except following buoy 
is free for commercial vessels: 
Depth Capacity (g/t) 
No. 9 27 ft. 5,000 1 
STEVEDORES: Maximum 10 gangs available. 


Classification Regular employees Temporary labo 
Stevedores 100 150 
Longshoremen/Warehousemen 100 200 


2 shifts: 0830 — 1630 and 1630 — 2130 hrs. Normal workings 
0830 — 1630 hrs. Overtime work possible by applying to Custom 
work can be arranged during New Year holidays (1st to 4th Jaw 
31st December and 1st May. 

MEDICAL: Hospital: U.S. Station Hospital (for U.S. military pew 
only). Sasebo Dojinkai Hospital. Tanaka Hospital. Bussaka } 
Hospital. Sasebo Municipal General Hospital. Chuo Hospital § 
Hospital. 

TANKERS: Diameter of lines: 8in. No slop (Residue) dst 
facilities. Number of tanker berths as follows: 


Berth Length Depth Remarks 
(m.) (ft.) 

Akasaki No. 1, 2, 3. 517 40 under U.S. Navy's con 

Motofune No. 1 & 2. 159 32 under U.S. Navy's com 

lorizaki 80.5 32 ~under U.S. Navy's com 

Yokose 88 45 under U.S. Navy's con® 

DENSITY: 1025. 


FRESH WATER: Available by barge of 230 tons. Rate of 
100 t.p.h. Water from hydrant at India Berths No. 6, 7, 8 & 9 andAe 
Berths No. 1, 2 and 3. Rate of delivery 25 t.p.h./hydrant. 

FUEL: No stock of bonded oil, but lightered from other ports. Ad 
notice required order avoid delay. Rate of delivery from 


100/200 t.p.h. 
Suppliers Installation i! ree 
ays 
Shell Sekiyu K.K. Nagasaki 3 
Shimonoseki 4 
Esso Oil Co. Shimonoseki 4 
Sakai 6 
Mobil Oil Co. Kokura/Moji 4 
Oita 5 
Caltex Oil Co. Shimonoseki : 
Kudamatsu 5 
Mitsubishi Shoji Kaisha Shimonoseki + 
Kanokawa 5 
C. Itoh & Co. Matsuyama 5 
Mizushima 5 
Nissho-lwai Co. Shimonoseki 4 
Matsuyama 5 
Mitsui Bussan Kaisha Oita 5 
Kanematsu-Gosho Co Kokura 4 
Idemitsu Kosan Kaisha Tokuyama = 
Marubeni-lida Co. 
Sumitomo Shoji Kaisha Tokuyama 5 


CONSULS: None. 

REPAIRS: All deck and engine repairs possible. ; 
DRY DOCKS: Sasebo Heavy Industries Co. Ltd. No. 3, dry dock 
370 m. Width 70 m. Depth 15m. Max. ship (d.w.t.) 300,000. 
5 dry docks available. ; 
OPENING/CLOSING HATCHES: Stevedores carry out open 
closing hatches. If any time lost by ship's crew doing ths 
stevedores charge ship for waiting. Recommend request st 

this work unless crew can complete it before berthing. j 
CERTIFICATES: Ship's Register to show Customs Inspect! 
registered gross and nett tonnages. Valid Cargo Gear Cat 


ov onr ae 


om 


aires required by stevedores when cargo gear maintenance 
fr. 
sig ALLOWANCES: Only allowed 50 cigarettes to take ashore 


¥ 0 spints. 


GEAR: Shore cranes: 
d Capacity Location Owners 
© 950 tons _—India Berth No. 5 S.S.K 
15 tons India Berth No. 2&3 S.S.K 
15 tons India Berth No.4 &5 S.S.K. 
15 tons India Berth No. 7 & 8 U.S. Na 
yoy 500 t.p.h. Maehata Gaibo No. 1 Sasebo City 
26n9 Cranes: — 
% Capacity Owners . 
ir 80 tons Nishi-Nippon Harbor Services Co. 
10 tons Nishi-Nippon Harbor Services Co. 


port: ltazuke Airport, Fukuoka, about 120 km. (about 120 minutes 


ies daily between Fukuoka/Tokyo (Haneda) (All Nippon Airways/ 
“ ailines/Japan Air System). 

“ight daily between Fukuoka/Tokyo (Narita) (Japan Airlines). 

rights daily between Fukuoka/Osaka (All Nippon Airways/Japan 


} os daily between Nagasaki/Tokyo (Haneda) (All Nippon Airways/ 
‘| “sidines/Japan Air System). 
“ights daily between Nagasaki/Osaka (All Nippon Airways). 
“GMT plus 9 hours. No alterations to clocks throughout year. 

qicEAMBULANCE/FIRE: Police Station: Sasebo 23-7161 (if 

- 110). Ambulance Sasebo 23-5121 (Sasebo Fire Station). 
fae 119 (Sasebo Fire Station). 
<—PHONES: No facilities exist for placing telephones on board. 

£S: Hold cleaning. Compass adjusting. Fumigation. 

“TIFICATION CARDS: See “General — Immigration”. 
@ATHER: Southwesterly winds prevail in Summer, while Northerly 
os frequently in other seasons. Max. wind velocity recorded 
simvsec. In early Spring dense fog prevails, but renders navigation 
aessible only for 7 days or so. 
‘al range 2.6 m. Current rate max. 1.5 knots in vicinity of harbour 
ence at rising tide. At ebb tide, it flows in opposite direction and is 
ex than during flood, but not so strong as to hinder navigation. 
@ERAL: Customs: When vessel arrives direct from foreign port, 
‘ems Officials board for search. Following documents to be 
witted. Crew List, Passenger List, Store List, Manifest of Crew 
‘onal Effects (must be signed by individual crew member). Arms and 
unition List, Narcotics List, List of Port of Call on current voyage, 
waging Cargo Manifest, Through Cargo Manifest, Declaration 
wdoutward (Form No. C2000). Following will be checked on board. 
des Registry, Last Port Clearance. 
ihen vessel comes from Japanese port, Customs Officals will not 
end on board, except special case. Master or Agents to attend at 
:|} sms House for entry formalities with following documents. 
|| lsharging Cargo Manifest, Through Cargo Manifest, Declaration 
:| nadoutward, Ship's Registry, Last Port Clearance, documents 
usted with the Master by Customs at previous port. 
(nvessel’s departure, clearance issued by Customs after confirming 
ment of tonnage dues. 
migration: Immigration Officials board vessel on arrival to examine 
‘sports, discharge books and/or other equivalent travel documents 
®provide a 7 days landing pass for crew members and passengers. 
‘ocopies each of Crew List and Passenger List are required by them. 
‘nding vessel's Agent with these documents beforehand will help in 
‘"edting Immigration business on arrival. When vessel in port more 
‘7 days, landing passes will be extended every 7 days on application. 
‘event that crew members, without entry visas, to be landed for 
‘ination or transfer, Immigration will not permit their landing unless 
sage, by either sea or air, ensuring prompt departure from Japan 
"in 72 hours) of these men has been booked, or unless vessels to 
fen they are to be transferred, arrive in Japan within 5 days. Services 
"rendered from 0900 hrs. to 1700 hrs. 
“HORITY: Port & Harbour Bureau, Sasebo City, 3-5, Yorozu-cho, 
0 City, Nagasaki Pref. Tel: (0956) 22-6128. 


"NT: Sub-agents of Aall Barwil Agencies. 

Si ae Warehouse Co. Ltd., P.O.Box 48, Tategami-cho, 
“0 City, Nagasaki Pref.857, Japan. Tel: (0956) 24-6161. 
1: 7482-27 Soko J. Fax: (0956) 24-6168. Cables: Soko Sasebo. 


ENDAI: 38.13 N. 141.06 E. 


CUMENTS: 

Ship's Register. 

nlemational Tonnage Certificate (1969). 

rr Port Clearance. 

ie Lists, including Passport numbers and date of birth. 

 nessenger Lists. 

: arty of Crew's Personal Effects (Baggage List). 

: ist. 

_| <Usts of Port Calls (last 3 months). 
loants eb Declaration of Health (if calling at first port in Japan). 
bwardh Should be provided with necessary information to prepare 

MoTacard Declarations and Cargo Manifests. 

1 dot py E: Not compulsory, but Oil Terminal request vessels to take 
‘bore “Ne be arranged through Agent, and approximately 1 hour 

tug Pn arranged he can be contacted direct by VHF Channel 16 

*,,2, lot not available after dark. Pilot boards at Sendai Entrance 
Y Buoy (Position Lat. 38° 13’ 15” N., Long. 141° 08’ 15” E.). 


(See Plan) 


JAPAN 


ANCHORAGE: Depth 28 m. Bottom: Rock and sand. Anchorage not 
suitable in rough weather, and as no sheltered anchorage nearby, it is 
advisable for vessels to proceed offshore. 

Anchorage positions: 

(1) Quarantine Anchorage: 38° 13’ 03" N., 141° 06’ 42” E. 

(2) Tanker dead (Pilot Station) can also be used as Quarantine 
Anchorage. Quarter Circle Area covering 3 miles East and 3 miles South 
from position 38° 13’ 15” N., 141° 08’ 15” E. 

RESTRICTIONS: Entry into and sailing from Sendai: Priority of entry 
and sailing from the port is given to ferries. Entry and sailing of other 
vessels is restricted to times outside ferry schedules. Entry of tankers 
controlled by Tohoku Oil Co.Ltd., under supervision of Harbour Master. 
MAX. SIZE: See “Berthing” and “Tankers”. 

HEALTH: Radio Pratique available. Vessel to have valid Japanese 
Sanitary Inspection Certificate and valid Derat Exemption Certificate, in 
order to apply for Radio Pratique. Master should send Radio Pratique 
message (R.P.M.) by cable or telex to Quarantine Office through Agents, 
within 36 hours prior to vessel's arrival time (excluding Saturdays, 
Sundays and holidays). At first port in Japan, Master should obtain Free 
Pratique by radio or from attending Quarantine Officer at anchorage. 

If vessel not applicable for Radio Pratique, Master should send crew's 
health condition to Quarantine Office at least one day (office day) prior 
to vessel's arrival, through Agents, by cable or by telex. Formalities will 
be carried out at the Quarantine Anchorage (38° 13’ 03’N., 
141° 06’ 42” E.), or Tanker Anchorage (38° 13’ 15” N., 141° 08’ 15” E.). 
RADIO: Recommended that Master communicates with Agents through 
Choshi Radio or Nagasaki Radio by cable. Sellcall through Singapore 
Radio or Hong Kong Radio. Telex through satellites, if vessel equipped 
with Inmarsat. 

Tankers are to advise receivers of arrival draft, cargo to be loaded/ 
discharged and quantity/tank and vessel's mooring equipment. 

VHF: Tugs on Channel 16. 

RADAR: Not available. 

TUGS: 4 tugs available (3,200 h.p., 3,000 h.p., 2,600 h.p. and 2,400 h.p. 
each). Also 3 tugs available (3,200 h.p., 3,000 h.p. and 2,600 h.p. each) 
from Ishinomaki and Shiogama. 

BERTHING: 
Name of Wharf Length Depth Max.Draft Capacity Shore Cranes 
(m.) (m.) (m.) (d.w.t.) 

Takamatsu Timber 


(Public) 240 12.0 11.5 30,000 None 
Takamatsu (Public) 300 4.5 4.3 1,000 None 
Nakano (Public) No. 1 240 12.0 11.5 30,000 * 

Nakano (Public) No. 2 
4 3 555 10.0 9.5 15,000 1x36 ton 
io. 4 
Nakano (Public) No. 5 185 10.0 9.5 15,000 None 
No. 6 185 10.0 9.5 15,000 None 
Raijin (Public) No. 1 
No. 2 390 75 7.0 5,000 None 
No. 3 
Toa Steel (Private) 300 12.0 11.0 20,000 2x30 ton 
200 10.0 9.5 18,000 1x10 ton 
Tohoku Steel (Private) 300 8.0 75 10,000 1x30 ton 


* Pneumatic unloader — 200 t.p.h. 
SPECIALISED CARGO HANDLING FACILITIES: Tohoku Oil LPG Pier: 

Propane and Butane Flanges: Vapour 1x8in., Liquid Propane 
2x12 in., Butane 112 in. 

Chicksan Loading Arms: Both grades acceptable simultaneously, 
1,800 cu.m./hr. each, basis Butane vapour only. If discharging Propane 
only, 2,300 cu.m./hr. with vapour return. 

Storage Capacity: Propane 145,000 tonnes and 235,000 tonnes. 
Butane 145,000 tonnes, 120,000 tonnes and 1 x 15,000 tonnes. 
BRIDGES: No bridges at Sendai. 

STEVEDORES: Stevedores available, usually arranged through Agent. 
At least 24 hours prior notice, excluding Sundays and holidays, required 
in order for Agents to arrange stevedores. 

MEDICAL: Advance notice required, especially dentist. Hospital and 


dentist available. Cholera vaccination available, yellow fever 
unavailable. 
TANKERS: 
Length Depth Draft Beam Air Draft Capacity 
(m.)  (m.)  (m.)_— (m.) (m.)  (d.w.t.) 

Tohoku Oil Pier No. 1 

260,000 d.w.t. Class 339.5 17.0 15.45 60.0 25.5 262,138 tonnes 

Others 350.0 17.0 15.45 25.5 233,945 tons 
Tohoku Oil LPG Pier 250 17.0 13.00 20.0 60,963 tonnes 


Tohoku Oil Pier No. 1: 

Crude Oil Flanges: 2 16 in. Chicksan loading arms, each capable of 
receiving 6,000 cu.m./hr. 

Gas Oil and Kerosene Flanges: 1x16 in. Chicksan loading arm, 
capable of receiving 3,000 cu.m./hr. 

Heavy Oil Flanges: 1x16 in. Chicksan loading arm, capable of 
receiving 1,300 cu.m./hr. 

There are no facilities for dirty ballast or slops. 
Storage Capacity: 

Crude Oil: 5x100,000 Kl., 
255,000 kl. 

Kerosene: 1 100,000 kI., 155,000 kI., 3x30,000 kI., 3x 23,000 kl. 
and 3x 12,000 ki. 

Gas Oil: 1x 27,000 kl., 123,000 kI., 3x 20,000 kl. and 112,000 kl. 

Heavy Oil: 3x 30,000 kI., 2x 23,000 kI., 1x 12,000 kl. and 1 x6,000 kl. 
DENSITY: 1025. 
FRESH WATER: Available by ex-pipe from Tohoku Oil Pier, rate 
40 t.p.h. 
FUEL: Domestic and bonded oil available from Tohoku Oil Pier. Fuel 
by ex-pipe. Diesel by barge. 
FIRE PRECAUTIONS: No particular precautions. 
CONSULS: Korean Consulate at Sendai City. 
DRY DOCKS/REPAIRS: Tohoku Dock at Shiogama for vessels under 
120 m. LOA and 16.5 m. beam, for repair only. 
SURVEYORS: Recommend arranging through Tokyo or Yokohama. 
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175,000 kl., 7x67,000kI. and 


GANGWAY/DECK WATCHMEN: Shore ladder available at Tohoku 
Oil Co.Ltd. 
OPENING/CLOSING HATCHES: Generally by ship’s crew. 
CERTIFICATES: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnage. 
CUSTOMS ALLOWANCES: According to local Customs Department. 
REPATRIATION: Available. Sendai Airport (International) directly for 
Korea (Seoul and Busan) and Singapore, also connecting Tokyo by 
Bullet Train (2 hours). Osaka, Nagoya, Fukuoka, Sapporo and Naha 
Airports directly by air. 
AIRPORT: Sendai Airport (Domestic and International) approximately 
50 minutes by car. Domestic flights to Osaka, Nagoya, Fukuoka, 
Sapporo and Naha. International flights to Seoul, Korea. 5 times a week, 
Busan, Korea 2 times a week by Asiana Airlines; Singapore 3 times a 
week by Singapore Airlines; Guam and Saipan 7 times a week by 
Continental Airlines. 
TIME: GMT plus 9 hours. 
HOLIDAYS: Same as other Japanese ports. 
POLICE/AMBULANCE/FIRE: Police Tel: 022-231-7171; Ambulance 
and Fire Tel: 022-259-3710. 
EMERGENCY CO-ORDINATION CENTRE: Tokyo. 
TELEPHONES: Not available. 
SERVICES: Available from Tokyo or Yokohama. 
BANKS: 

The 77 Bank Ltd., Shiogama Office, 3-26, Miyamachi, Shiogama-Shi, 
Miyagi-Ken. Telex: 854-331. 

The 77 Bank Ltd., Chikko Branch, 17-11, Ojima-Cho, Shiogama-Shi, 
Miyagi-Ken. Telex: 854-331. 
STORING: Storing possible by tug prior to discharging and after 
discharging. Only items which can be hand-carried can be handled 
during discharging. Trucks and forklifts cannot proceed alongside. 
Vessel to obtain Customs Clearance, day before storing. Local riggers 
not available. 
SHIP SUPPLY SERVICES: No off-harbour supply services. 
SHORE LEAVE: Local Immigration Office issues shore passes valid for 


15 days. 
IDENTIFICATION CARDS: Shore passes are sufficient. 
REGULATIONS: By Tohoku Oil Co.Ltd., under the supervision of the 
Harbour Master. 
(1) Vessel’s contact speed for berthing should be kept under 5 cm./sec. 
(2) Moorings: Vessels over 100,000 d.w.t.: 20 lines (4 head/stern lines, 
3 breast lines and 3 spring lines). 

Vessels under 100,000 d.w.t.: 18 lines (4 head/stern lines, 3 breast 
lines and 2 spring lines). 
DELAYS: Bad weather and berth congestion expected for tankers. 
DEVELOPMENTS: Planned construction: 1 private berth for LNG 
carriers; 2 public wharves for containers, depth 14.0 m.; 3 wharves, 
depth 12.0m.; 1 wharf, depth 10.0 m.; 2 wharves, depth 7.5m. for 
bulkers in addition to existing private berths and public wharves; 
2 wharves, depth 12.0 m.; 5 wharves, depth 10.0 m.; 3 wharves, depth 
7.5 m. and 8 wharves, depth 4.5 m. 
AUTHORITY: Sendai Port Administration Office, 8-20, Minato 3-Chome, 
Miyagino-Ku, Sendai-Shi, Miyagi-Ken, Japan. Tel: 022-362-3391. 
AGENT: Sub-agents of Aall Barwil Agencies. 
Tankers: Miyagi Marine Service Co.Ltd., 8-35, Teizan-dori, 1-chome, 
Shiogama City, Miyagi Pref. 985, Japan. Tel: (022) 364-2301. Telex: 
859-258 Smarin J. Fax: (022) 365-1532. Cables: Smarine Shiogama. 
Dry Cargo: Sanriku Unyu Co.Ltd., 11-28, Teizan-dori, 3-chome, 
Shiogama City, Miyagi Pref. 985, Japan. Tel: (022) 365-2127. Telex: 
8592-46 Sanrik J. Fax: (022) 365-2072. Cables: Sanrikunyu Shiogama. 


SHIBUSHI: 31.28 N. 131.07 E. (See Plan) 


PORT LIMITS: An arc of one mile radius from position Lat. 31° 28.2’ N., 
Long. 131° 06.7’ E. 

DOCUMENTS: When vessel arrives direct from a foreign port, Customs 
Officials will board to search, and the following documents are to be 
submitted: 

Ship's Register. 

International Tonnage Certificate. 

Voyage Memo (Ports of Call). 

3 Crew Lists, including Passport numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship's Agents will prepare Inward/Outward Declaration, Cargo 
Manifest and Cargo Manifest in Transit, using specific forms. Therefore 
ship's os should be provided with necessary information about 
details of cargoes in advance. 

PILOTAGE: Not compulsory for berthing or unberthing. At present, 
pilotage is arranged by ship's Agent. Boarding only during daytime. 
Boarding position Lat. 31° 25’ N., Long. 131° 05.5 ' E. 

ANCHORAGE: No fixed locations, anchorage is safe in the bay. 
RESTRICTIONS: Berthing and unberthing during daylight hours only. 
MAX. SIZE: Max. permissible LOA 240 m., draft 11.5 m. 

HEALTH: At first port of call in Japan, vessel must obtain Free Pratique. 
Quarantine Officers will attend vessel only from daylight to sunset, and 
Master to show all vaccination cards and Derat Exemption Certificate. 
In case vessel arrives from cholera infected area within 10 days, Master 
must advise crew and passengers’ health condition to respective 
Quarantine Office through ship's Agent, prior to arrival, and close all soil 
pipes before entering port. 
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RADIO: Recommended that Master communicates with Agen, 
Choshi Radio or Nagasaki Radio, which cover all ports on 
Westbound vessels to contact Choshi Radio, and Northboung 
to contact Nagasaki Radio respectively. a 
VHF: No VHF watch maintained. 

TUGS: 3 tugs of 3,200 h.p. available at port for berthing ANd Unt 
BERTHING: 


Name of Berth Length Depth Capacity Cranes 
; (m.) (m.) (d.w.t.) 
Zen-Noh Silo Wharf 205 13.0 65,000 1x 800tp, 
2x 400 
Shibushi Silo Dolphin 200 13.0 65,000 2x 6001p. 
Wakahama Chuo Wharf 
No. 1 240 12.0 30,000 
No. 2 165 9.0 10,000 
No. 3 75 8.0 5,000 
No. 4 315 7a 5,000 
No. 6 180 55 2,000 
STEVEDORES: 


(1) Working hours are 0830 hrs. to 1630 hrs. 

(2) Overtime normally only for finishing cargo. 

(3) No work on Sundays/holidays. 

(4) Discharge Rate: Bagged Cargo — 300 tons per gang/day 

Bulk Cargo — 700 tons per gang/day. 

MEDICAL: No advance notice required, unless urgent. 
TANKERS: Report: February 1994. 

Berth Name: Shibushi Oil Storage Terminal. 

Berth Position: 31° 24.4’ N., 131° 03.1’ E. 

Pilot Station: 31° 22’ N., 131° 09’ E. 

Operators: Various. 

Receivers: Shibushi Oil Storage Co. Ltd. 

Minimum Water Depth in Approaches: 26.0 m. 

Under-Keel Clearance in Approaches: 5.0 m. 

Minimum Water Depth Alongside: 26.0 m. 

Under-Keel Clearance Alongside: 5.0 m. 

Maximum Draft Permitted: 21.0 m. 

Maximum Summer Deadweight: 299,161 tons. 

Minimum Summer Deadweight: 52,132 tons. 

Maximum Length Overall: 345 m. 

Minimum Length Overall: 211 m. 

Maximum Beam: 60 m. 

Maximum Bow to Manifold Distance: Not specified. 

Minimum Bow to Manifold Distance: Not specified. 

Maximum Stern to Manifold Distance: Not specified. 

Minimum Stern to Manifold Distance: Not specified. 

Maximum Height of Manifold Above Zero Rise of Tide: 34.0m 

Minimum Height of Manifold Above Zero Rise of Tide: 3.0m. 

Airdraft: No restrictions. 

Ballast Facility: Not available. 

Products Handled: Crude only. 
DENSITY: Average 1025 — 1027. 
FRESH WATER: Available from hydrants on the jetty. 
FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, \s! 
Osaka Bay and Kanmon Port. At all other ports, bunkers will be ligt 
from the nearest bunker stock ports, at maximum 7 days prior mt 
CONSULS: No local representatives. Marine Note of Protest @ 
attended by local notary public. 
REPAIRS: No facilities available. 
DRY DOCKS: None. 
SURVEYORS: N.K.K.K. oor surveyor's office stationed at pot 
GANGWAY/DECK WATCHMEN: Not specially required, 
Passengers or valuable cargo on board. 
OPENING/CLOSING HATCHES: Stevedores carry out open! 
one hatches. If any time lost by ship’s crew doing this ® 
stevedores charge ship for waiting. Recommend request stevedo® 
this work, unless crew can complete it before berthing. 
CERTIFICATES: Ship's Register to show Customs Inspector # 
registered gross and nett tonnages. Valid Cargo Gear Cert 
sometimes required by stevedores, when cargo gear maintet 
appears to be poor. 
CUSTOMS ALLOWANCES: Only allowed 60 cigarettes to take a 
but no spirits. 
REPATRIATION: Possible but inconvenient. 
AIRPORT: Nearest Kagoshima Airport, about 2 hours drive’ 
Shibushi (JAL, JAS and ANA lines). 
TIME: GMT 
POLICE/AMBULANCE/SFIRE: Police 110; Ambulance/Fire 119 

Public telephone booth available near by the berth. 
TELEPHONES: No facilities for placing telephones on board. 
SHORE LEAVE: Local Immigration Offices issue shore passes ¥®* 
only 15 days, when Shibushi is first port of call in Japan. Ext 
possible if ship stays longer. 
BANKS: Kagoshima Bank Ltd. Daily working hours 0900 — 1500. 
on Saturdays and Sundays. 
STORING: Passenger jetty and general cargo berth have plenty* 
space available alongside for storing by trucks. Forklifts availabe! 
can work on jetty. 


SHIPMASTER’S REPORT: April 1990. 

Port Limits: An arc of one mile radius from position Lat. 
Long. 131° 06.7’ E. 

Documents: As per other Japanese ports. - 
Pilotage: At present it is arranged by Kagoshima Port Authority am 
during daytime. Boarding position Lat. 31° 24’ N., Long 131° 55* 
Anchorage: No fixed locations, anchorage is safe in the bay. _. 
Restrictions: None. Berthing and unberthing during daylight how 
Max. Size: LOA 240 m., draft 11.5 m. 

Health: Normal pratique procedure. 

Radio: As for Kagoshima. 

VHF: No VHF watch maintained. 


31° a 


plus 9 hours. No alterations made to clocks during * | 


two tugs available at port for berthing and unberthing. 
Four berths available for medium sized ships, of which 2 berths 
¥ ships carrying bulk grain, which is discharged with shore cranes 
conveyor belts into silos built for the purpose. One berth — 
sana Central No.1, without installed shore cranes is available for 
4 


ye cargo. The fourth berth is for local passenger vessels which call 
dail 


ally. Ohya, } ; 
(ree anes are available locally to assist discharge if required. 


, ate hours are 0830 hrs. to 1630 hrs. 

\ overtime normally only for finishing cargo. 

“work on Sundays. 

_yscharge rate: Bagged cargo — 300 tonnes per gang/day. 
_ Bulk cargo — 700 tonnes per gang/day. 


sty: 1025. . 
» Water: Available through hydrants on the jetty. 


ysis: None. 

jars: No facilities available. 

ydocks: None. 

-yors: None available. : 

“pway/Deck Watchman: Not required. 

eres: Opening/closing normally by crew. 

sons Allowances: As per other Japanese ports. 
‘90 Gear: Optional. ; ; 

wwatiation: Possible but inconvenient. 


JAPAN 


Airport: See “Kagoshima”. 

Time: GMT plus 9 hours. 

Holidays: As in other Japanese ports. 

Telephones: Not available on board. 

Banks: Bank of Kagoshima, daily working hours 0900 to 1500, Saturday 
0900 to 1200. 

Storing: Passenger jetty and general cargo berth have plenty of open 
space available alongside for storing by trucks. Fork lifts available and 
can work on jetty. 

Shore Leave: No restrictions. 

Identification Cards: Shore passes issued by immigration. 

General: Charts: Japanese charts: Kyusyu East Coast — Sibusi Wan 
No.185 and Sibusi — Ko No.5850. 


AUTHORITY: Shibushi-Wan Port Administration Office, 6617-17 
Shibushi-cho, Soo Gun, Kagoshima Pref., 899-71 Japan. Tel: (994) 73- 
1651. FAX: (994) 73-1671. 

Port and Harbour Division of Kagoshima Prefecture, 14-50 Yamashita- 
Cho, Kagoshima City, 892 Japan. Tel: (992) 22-7435. FAX: (992) 24- 
1759. Contact: Akira Uezono, Director. 

AGENT: Sub-agents of Aall Barwil Agencies. 

Green Shipping Ltd., Moji, c/o Minami Kyushu Marine Service Co. 
Ltd., 3269-2, Aza Wakahama, Shibushi-cho, Soo-gun, Kagoshima Pref. 
899-71, Japan. Tel: (0994) 72-4179. Telex: 7822-14 Nankyu J. 
Fax: (0994) 72-4079. Cables: Nankyumarine Shibushi. 
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wMiZU: 35.00 N. 138.30 E. (See Plan) 


geUMENTS: Quarantine (only when arriving from a foreign port): 
‘Maritime Declaration of Health. 

‘Crew List. 

‘ust of Passengers (if any on board). 

Book and Registry, Certificate of Vaccination and Derat Certificate 
or Derat Exemption Certificate) should be readily available. 


isons: 
‘Declaration Inward/Outward of vessel. 
‘Ship's Registry. 
‘last Port Clearance. 
‘Stores List, including arms and narcotics. 
Manifest of Cargo for Discharge. 
Manifest of Through Cargo. 
Crew List. 
Uist of Passengers. 
‘Declaration of Crew's Baggage (only necessary if crew members 
nave to land personal effects ashore). 
{Parcel List. 
migration: 
2Crew Lists. 
‘Application for Shore-passes. 
iusts of Passengers. 
| Declaration Inward/Outward of vessel. 
*wdour Master: 
‘Declaration Inward/Outward of vessel. 
| Crew List. 
*st Authority: 
| Declaration Inward/Outward of vessel. 
' Crew List. 
*LOTAGE: Pilotage should be arranged through Agent 24 hours prior 
tarval or by Master via VHF (Shimizu Port Radio, Channels 16, 12, 
4 20), or vessels requiring Pilot should hoist signal flag “G’. Pilot 
zion: on the point 043° — 1500 m. from Shimizu Lighthouse (the 
house: Lat. 35° 00’ 24” N., Long. 138° 32’ 00” E.) 
.| NHORAGES: See Section 3 on Chart of Shimizu. 
Outer Anchorage is defined as a “Closed Port’, so no vessel is allowed 
,| ‘anchor there, except those waiting for berthing at the port. 
' oo: Dry-cargo: Max. draft 12m. Length and breadth no 
1 ion. 
SALTH: Free Pratique automatic calling at another Japanese port. 
. Pratique available. 


ne of Frequency Class & Type of 
| §ton (Channel! No.) Power (W) Operation Use 

16 Simplex Call & Reply 

f 12 Simplex Communication 

You (priority 

“wt F3 50 for urgency) 

*atio 14 Simplex Communication 
20 Duplex Communication 


Nes: Normally join in-coming vessels near pilot station. Tug's lines 
Sally used no extra charge. 


SRTHING: See “Table” on following page. 
| “ARGO HANDLING FACILITIES: 


) hai Capaci Number 
*#su No. 2 Whart ree 


Type 
Gantry (travelling) 


= 41.5 tons 1 
arr ranstainer (travelling) 30.5 tons 1 
*eshi No. 1 Whart Gantry (travelling) 46.4 tons 1 
45.0 tons 1 

48.6 tons 1 

- ( 50.0 tons 1 

B ranstainer (travelling) 30.5 tons 7 
Pg No.2 Wharf _Unloaders 400 t.p.h 2 
Fein heed Jib Crane (fixed) 50 tons 1 

; if Unloader (fixed) 400 t.p.h 1 
180 t.p.h 2 

Pneumatic unloader 300 t.p.h 2 

(travelling) 600 t.p.h 1 

Belt-conveyor 600 t.p.h 3 

Cement Unloader 470 t.p.h 1 

450 t.p.h 1 


Wharf Type Capacity Number 
Honen Corp. Dolphin Pneumatic Unloader 160 t.p.h. 
Pneumatic Unloader 300 t.p.h. 1 
Nihon Light Metal Unloader 540 t.p.h. 2 
Whart Air Slide 150 t.p.h. 1 
Loading Arm 1,400 t.p.h. 1 
Loading Arm 500 t.p.h. 2 


SPECIALISED CARGO HANDLING FACILITIES: 

Container Berth: Okitsu No. 2 Wharf No. 11 — No. 12, depth 12 m., 
length 440m. (2 berths), 1 gantry crane (capacity 41.5 tons), 
1 transtainer (capacity 30.5 tons). 

Sodeshi No. 1 Wharf: Berth No. 6 — 8: Length 720 m., depth 12.0 m. 
4gantry cranes, capacity 45 tons x1, 46.4tons x1, 48.6 tons x1, 
50 tons <1. 8 transtainers, capacity 30.5 tons <8, 40.5 tons x1. 
STEVEDORES: Normally latest time to order gangs 1000 hrs. previous 
day. 

MEDICAL: No advance notice required unless urgent. 

TANKERS: Tonen (8 berths): Max. permitted draft 20.0 m., max. size 
250,000 d.w.t. 

DENSITY: 1023 — 1024. 

FRESH WATER: Most berths supply by shore installations, otherwise 
barge. 

FUEL: All grades of oil delivered by barge only. 

FIRE PRECAUTIONS: Harbour fire-fighting corps with a fire-fighting 
boat. 

CONSULS: None. 

REPAIRS: Most repairs and overhauls possible. 

DRY DOCKS: Kanazashi Shipyard, largest dry dock — 122 m. x 18.5 m., 
5,700 tons. Floating dock — 65 m.x 18 m. 1,000 tons. 

Nippon Kokan Shipyard, floating dock — 135 m. x 27.8 m. 7,900 tons. 
SURVEYORS: Japan Marine Surveyors & Sworn Measurers’ 
Association, Shimizu Branch, 7-5, Iriftune-cho, Shimizu, Japan. Tel: 52- 
0177. 

Japan Oil Stuff Inspectors Corporation, Shimizu Branch, 1-28, Irifune- 
cho, Shimizu, Japan. Tel: 52-8549. 

New Japan Surveyors & Sworn Measurers’ Association, Shimizu 
Branch, 7-17, 1-chome, Minato-cho, Shimizu, Japan. Tel: 53-1290. 

Japan Grain Inspection Association, Shimizu Office, 2-20, Hinode- 
cho, Shimizu. Tel: 53-1228. 

GANGWAY/DECK WATCHMEN: Service of watchmen optional but not 
necessary. 

OPENING/CLOSING HATCHES: Opening and closing of hatches may 
be done by Crew members or on request to Agent by stevedores. 
CERTIFICATES: Ship's Register, Radio and Safety Equipment 
Certificate, Derat Exemption Certificate, etc. 

CUSTOMS ALLOWANCES: Tobacco: 60 cigarettes permitted. Wine or 
spirits, according to the length of voyage: None within 1 month voyage, 
1 bottle over 1 month, 2 bottles over 3 months. 

AIRPORT: 263 km. from Narita International Airport, 180 km. from 
Haneda. 

TIME: GMT plus 9 hours. Permanent. 

HOLIDAYS: No work from December 30th to January 4th and Maritime 
Day (7th July). Also the 1st and 3rd Sunday of every month, except 
containers. 

POLICE/AMBULANCE/FIRE: Police 110; Ambulance 119; Fire 119; 
Water Police 52-0200. 

TELEPHONE: Telephones can be arranged onboard at most berths by 
calling 64-2002. 

SHIP SUPPLY SERVICE: Operated by Shimizu Port Service Ltd., 
10-78 Hinode-Cho, Shimizu City, Shizuoka Pref., Japan. 

SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
only 7 days but 7 days’ extension possible if ship stays longer. 
IDENTIFICATION CARDS: Passport or Seaman's Book. 

GARBAGE DISPOSAL: Contact Taikyu Kaiun Co.Ltd. (Tel: (0543) 51- 
1300). Hours: 0800 hrs. — 1600 hrs. Charges: Yen 7,000 per visit plus 
Yen 5,000 (Customs charge) plus Yen 500 per bag. Drums and skips 
provided at extra charge. 

WASTE OIL DISPOSAL: A coliection service is available from Kurenai 
Sangyo Co.Ltd. Tel: (0543) 34-1310. 

2x 1,500 kl. storage tanks, barges and tanker trucks available. 
SEAMAN’S CLUBS: Shimizu Kaiin Kaikan, 10-25 Tsukiji-Cho, Shimizu 
City. Tel: (0543) 52-0795. Rooms for stay or rest are available. 
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BERTHING: 
Public: 
Wharf Berth Depth 
(m.) 
Okitsu No. 1 Wharf No. 1-—No. 3 10.0 
No. 4—No. 5 5.5 
| No. 6—No. 9 10.0 
Okitsu No. 2 Wharf No. 10 7.5 
| No. 11 — No. 12 12.0 
No. 13 — No. 14 10.0 
{ No. 1—No. 4 4.5 
No. 5 “es 
; No. 6—No. 8 12. 
Sodeshi No. 1 Wharf No. 9—No. 10 9.0 
No. 11 12.0 
No. 12 — No. 15 y 
No. 16 10 -— 12 
Sodeshi No. 2 Wharf | No. 17 9.0 
No. 18 ae 
No. 1—No. 5 6.5 
No. 6—No. 7 4.5 
Ejiri Wharf No. 8—No. 12 4.5 
No. 13 — No. 16 4.5 
No. 17 — No. 18 6.5 
Shimizu Wharf No. 1—No. 5 4.5 
No. 1 4.5 
No. 2 75 
Hinode Whart | eke 4 
No. 5 12.0 
a) 1-No. 2 55 
hae lo. 3 9.0 
Fujimi Whart | No. 4—No. 5 12.0 
No. 6—No. 7 12.0 
Anchorage 
Mooring Buoy Orido 5.0-10.5 
Basin 
Private: 
National Railway Wharf 7.3 
Tonen Sea-Berth No. 1 22.0 
Tonen Sea-Berth (Coastal) 6.0-8.2 
Honen Dolphin 11.0 
Suzuyo Warehouse Wharf 4.5 
Suzuyo No. 1 Pier 5.0 
Nihon Light Metal Wharf 9.0-11.0 
Nakayama Steel-Works Wharf 5.0 


Nippon Kokan Wharf 
Kanazashi Shipyard Wharf 
Miho Shipyard Pier 

Seiko Dock Pier 


apa 
Seon 
ogous 

oan 


AUTHORITY: Shimizu Port Administration Bureau, 9-25 Hinode-Cho, 
Shimizu City, Shizuoka Pref., Japan 424. Tel: Shimizu (0543) 53-2203. 
FAX: 0543-54-0380. Contact: Shohei Yamada, General Manager. Yozo 
Sakabe, Manager of Planning and Development Division. 


_—— eee 


Otherwise, the vessel should anchor off the terminal in an auth 


SHIMONOSEKI (including Mutsure): 33.57 N. 130.58 E. 
(See Plan) 
(See “Kanmon-Ko”) 


DOCUMENTS: When vessel arrives direct from a foreign port, Customs 
Officials will board to search, and the following documents are to be 
submitted: 

Ship's Register. 

International Tonnage Certificate. 

tte Memo (Ports of Call). 

Last Port Clearance. 

3 Crew Lists including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 Cargo 
Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship's eo pate! should be provided with necessary information about 
details of cargoes in advance. 

PILOTAGE: Nissin Tanker Pier — Mutsure: Pilotage is not compulsory 
but all vessels should take a Pilot. The Pilots reportedly are experienced, 
qualified and well organised. 

If the vessel is coming from Westwards, the Pilot will board at the 
anchorage position N.N.E. of Mutsure-Sima. 

If the vessel is coming from Eastwards, the same Pilot who navigated 
the vessel through the Kanmon Passage will bring the vessel to the 
berth if the tidal conditions are favourable and the berth is not occupied. 
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Length 
(m.) 


344,100 sq.m. 
3 Buoys 


266 
480 


590 


Max. Size 
(d.w.t.) 


15,000 
000 


nN 


15,000 

5,000 
30,000 
15,000 


5,000 
250,000 


5,000 


| al 
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Main Usage 


General Cargo 
General Car. 
General Cargo 
General Cargo 
Containers 
Cars 


Ballast, Steel may, 
Li 


ogs 
Containers 


Logs 

General Cargo 
Wood-chips 
Petroleum 
Petroleum 
Fish & Shell 
Fish & Shell 
Fish & Shell 
Fish & Shell 
Fish & Shell 
Steel materials 


Soyabean Meal, Wiis 


Oil 

General Cargo 
General Cargo 
General Cargo 
General Cargo 
General Cargo 
Hay 
Woodchips 
Grain, Cement 


Sugar, Raw Cotton! 


Logs 


Cement 
Naphtha, Gas Oil, 
Kerosene. 
Naphtha, Gas Oil, 


Kerosene, Gasoline 


Heavy Oil. 
Grain, Molasses 
Grain 
Petroleum 
Bauxite Ore, 
Alumina, 
Heavy Oil 
Steel Materials 


AGENT: Sub-agents of Aall Barwil Agencies, Tokyo. 
Dry Cargo: Suzuyo & Co.Ltd., 11-1 Irifune-cho, Shimizu City, Sha 


Pref., 424 Japan. Tel: (0543) 54-3115. Telex: 3965671 Sum 


Fax: (0543) 51-2935. Cables: Suzuyo Shimizu. 


Tankers: Hayashi Kaiun Co.Ltd.,c/o Tonen Corporation, 1900 Soi 
cho, Shimizu City, Shizuoka Pref., 424 Japan. Tel: (0543) 662 
Telex: 3965827 Hksmz J. Fax: (0543) 66-2677. Cables: Hayast# 


Shimizu. 


anchorage. 


Pilots meet vessels arriving from Eastward near the ent 
approaches of Kanmon Passage off the Hesaki Lighthouse. How 
this is not applicable when the vessel is coming from Seto Naik 

Pilots have available heavy launches or tugs which general)’ 


black and white superstructure. 


The Port of Kanmon Ko is divided into several Districts, the* 
important of which are Shimomoseki, Moji and Wakamaise 
anchorage is quite congested and the traffic is heavy. Also, @* 
fishing boats, barges on tow, and other craft may be encounie® 


extreme caution should be exercised. 


Also see “Moji”. 


ANCHORAGES: Mutsure Anchorage: Undermentioned area S* 


port. The sea area surrounded by: 


(a) Line connecting Daibahana on Takenoko Island and 


Wagora Island. 


(b) Line connecting top of Wagora Island and Udonoha™ 


Mutsure Island. 


(c) Coastline between Udonohama and Unoishibana on 


Shimow® 
370m * 


Island. 


(d) Line connecting Unoishibana and Anse-no-Shiri in 
(e) Line connecting Anse-no-Shiri and point at 


Daibahana on the line connecting Daibahana and top of 


Island. 


(f) Line Long. 130° 54’ E. 
Anchorage includes a part of 


Berth; depth 10 m. — 25m. 


RESTRICTIONS: See “Moji”. 


Quarantine Anchorage and Mus# 


rps 


ee eee ees eS lL 


at a Numbers Length Depth Capacity 
(m.) (m.) (g/t) 
+ Piet 9-10 330 9.0 10,000 x2 
: 12 165 9.0 10,000 x 1 
13 165 9.0 10,000 x 1 
a 15 150 9.0 10,0001 
#° 16 160 10.0 15,000 x1 
17 210 10.0 “ 15,0001 
rf 18 130 7.5 (Exclusively used 
yee by Kampu-Ferry) 
24 15,000 x 1 
t | 000 Terminal 25 } A ncot sO 15,000%1 


* if both Nos. 12 and 13 piers are used, LOA up to 160 m. 
"Nos. 15 and 16 piers are used, LOA up to 160 m. 
“Nos. 20 and 21 wharves are used, LOA up to 230 m. 


ura Berth 

umber discharge only) 120 Fie 5,500 d.w.t 

seyama Berth No. 3 240 12.0 30,0001 
5.0 


seyama Berth No. 4 
yo see “Tankers”. 
¢ALTH: See “Moji”. ; : 
uo; Recommended Master communicates with Agent through 
shi Radio or Nagasaki Radio which cover all ports in Japan. If 
“sfcally Westbound vessel to contact Choshi and Northbound to 
“act Nagasaki Radio respectively. 
: | ¢:Shimonoseki Port Radio Station on Channels 16, 12, 14, 20 and 
spits on Channel 13. 
GS: See “Moji”’. ; ; ; 4 : = 
sRTHING: No specific requirements. Pilot boarding time will be notified 
sips Agent mainly by radio. 
wy Kinzoku Dolphin Pier: Max. d.w.t. 60,000. Max. LOA 230 m. 
@ daft 11.90m. 1 shore crane. Bauxite, zinc concentrate and 
ssohate handled. 
wanocho Container Terminal: Length 370m.; depth 10.0 m.; 
$6ton gantry crane; 52220 volt reefer plugs; container depot 
t | axity 1,000 TEU. 

WOGES: Kanmon Suspension Bridge was built in 1973 across 
| ealomo Channel (narrowest place in Kanmon Strait, width of fairway 
_ @m) between Shimonoseki and Moji. The height of the bridge from 

aevel is 61 m. Vessels over 59 m. height must seek clearance from 

1 Office. 

SVEDORES: At least 24 hours’ prior notice excluding Sundays and 

ways required in order for Agents to arrange stevedores. Vessel must 

sgantly keep her Agent advised of ETA. If stevedores cannot 
mmence loading/unloading at time notified by the Agent, the orderers 
as pay for waiting time. If cargo gear not rigged on berthing, 
medores will do same for ship's crew. Overtime surcharges 1700 — 

Whrs. 50% additional of basic stevedorage; 2100 — 0500 hrs. next 

‘ning 130% additional; Sundays/holidays 60% additional. 

KEDICAL: No advance notice required, unless urgent. 

‘NKERS: Nissin Tanker Pier No. 1 located about 610 m. South of 

Wsure Lighthouse. At this berth, West-going current stronger than 

4s-going and ship taken to berth only on Westerly current, with stern 

wads South. Most suitable berthing time is 2 — 3 hours after 
smmencement of West-going current. Max. dimension of vessel which 
mde accommodated at this berth is 95,000 d.w.t., LOA 245 m., draft 

im. Product handled, fuel oil. Shoreline 3x12 in. Discharge rate 

00 tp.h. Berth Nos. 2 and 3 handle coastal tankers only. 

HENSITY: 1025. 

RESH WATER: Good fresh water supplied either from water barge or 
‘m hydrants alongside wharves. Rate of delivery from water barge 

iiph. and from hydrants 40-50 tons. 
MEL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 
ka Bay and Kanmon Port. At all other ports bunkers will be lightered 
™ the nearest bunker stock ports at maximum 7 days prior notice. 
*NSULS: Korean Consul, Tel. 0832-66-5341. 
_| ®PAIRS: All types of repairs possible. 
#Y DOCKS: Mitsubishi Heavy Industries Ltd. 4 dockyards (Nos. 3 & 
‘smaller vessels). 
_ Wubishi Heavy Industries Ltd. 
“ensions of Docks: 


Length Breadth Draft 

(m.) (m.) (m.) 

No. 1 Dock 164.13 25.0 7.04 

| No. 2 Dock 150.10 20.0 6.88 
_| & Size of Vessel for Docking: 

Length Breadth Draft 

(m.) m.) (m.) 

No. 1 Dock 160.00 22.50 5.50 


_ No. 2 Dock 143.00 19.30 5.00 
«Wa Shipbuilding K.K. - 1 dockyard (Max. 1,000 g.t.). 
SNGWAY/DECK WATCHMEN: Not specially required unless 
pagers or valuable cargo on board. 
NING/CLOSING HATCHES: Stevedores carry out opening and 
hatches. If any time lost by ship's crew doing this work, 
ts Tes charge ship for waiting. Recommend request stevedores for 
CERTIFY unless crew can can complete it before berthing. 
et ICATES: Ship's Register to show Customs Inspector ship's 
fed gross and nett tonnages. Valid Cargo Gear Certificates 
Mes required by stevedores when cargo gear maintenance 
a's to be poor. 


De 
or nolS ALLOWANCES: Only allowed 60 cigarettes to take ashore, 
hs L 
mene GEAR: See “Certificates”, but no special requirements. 
UR TRIATION: Possible. 
y RT: Nearest is Fukuoka Airport (international), about 30 minutes 

“tess train and 2 hours by taxi. 

Kt Aiport (domestic), about 1 hour by taxi or bus. 

akyushu Airport, about 40 minutes by taxi. 
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TIME: GMT plus 9 hours. No alterations made to clocks during year. 
POLICE/AMBULANCE/FIRE: Police 110; Ambulance/Fire 119. 

Public telephone booth available near by the berth. 
TELEPHONE: Possible to place telephone on board. 
SERVICES: All services available. 
SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
only 15 days, when Shimonoseki is first port of call in Japan. Extension 
possible if ship stays longer. 
AUTHORITY: Shimonoseki Port Authority, 1-1 Nabe-cho, Shimonoseki 
City, Japan 750. Tel: (0832) 31-1111, ext.545. FAX: (0832) 23-1300. 
Contact: Takahide Kouchi, General Manager. 


AGENT: Sub-agents of Aall Barwil Agencies. 

Green Shipping Ltd., Moji, 9-7, Minato-machi, Moji-ku, Kitakyushu 
City, Fukuoka Pref. 801, Japan. Tel: 093-321-4261. Telex: 7153-11 
Greenm J. Fax: 093-321-4288. Cables: Greenship Moji. 


SHIMOTSU (including Kainan): 34.06 N. 135.08 E. 


(See Plan) 
DOCUMENTS: 

Ship's Register. 

International Tonnage Certificate. 

Voyage Memo (Ports of Call). 

Last Port Clearance. 

3 Crew Lists, including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 

nae ee radio, firearms/swords, etc. (only at first port of call in 
japan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 Cargo 
Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship's Agents should be provided with necessary information about 
details of cargoes in advance. 

PILOTAGE: Pilot request to be given to pilot station through Agent. 
Advance notice of ETA: 72 hours and 24 hours before arrival. No VHF 
available. Pilot usually attends by tug boat. No special pilot boat. Pilot 
boards at Quarantine Anchorage in vicinity of Lat. 34°07’ 10.5” N., 
Long. 135° 06' 42” E., or at another anchorage which will be designated 
by Harbour Master. No alternative area in event of bad weather. Location 
of anchorage for awaiting pilot — Lat. 34°07'10.5”N., Long. 
135° 06’ 42” E., as pilot station. 

ANCHORAGES: Quarantine Anchorage, 20 m. depth. 
RESTRICTIONS: Anytime for entry to anchorage, but daytime only for 
berthing and unberthing. 

Yura Bay: Vessels no longer than 110 m. berth. Daytime entrance only 
regardless of tide and current. 


MAX. SIZE: Max. d.w.t. Length Draft 
tonnes (m.) (m.) 
Tonen O-1 260,000 349m. 18.80m 
Tonen E-1 70,000 234m. 12.20m 
Wakayama Sekiyu-Jetty 9 (Kainan) 78,000 250m. 11.50m 
Wakayama Sekiyu-Ohsaki Sea Berth 245,000 340 21.00m 


Also see “Tankers”. 
HEALTH: Radio Pratique available. 
Formalities will be carried out at the undermentioned positions which 
will be specified by Harbour Master. 
1. Lat. 34° 09’ 00" N., Long. 135° 06’ 29” E. 


2. Lat. 34° 08’ 33” N., Long. 135° 06’ 49” E. 
3. Lat. 34° 08’ 05” N., Long. 135° 07’ 09” E. 
4. Lat. 34° 08’ 25” N., Long. 135° 05’ 47” E. 
5. Lat. 34° 08’ 09" N., Long. 135° 05’ 47” E. 
6. Lat. 34° 07' 54” N., Long. 135° 06’ 54” E. 
RADIO: Recommended Masters communicate with Agents through 


Choshi Radio or Nagasaki Radio which cover all ports in Japan. 
If specifically Westbound, to contact Choshi, and Northbound, to contact 
Nagasaki Radio respectively. 

TUGS: Tugs normally join at anchorage designated by Harbour Master, 
ae lines used. 

BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship's Agents mainly by radio or telex. 

MEDICAL: No advance notice required unless urgent. 

TANKERS: There are no slop facilities. 


Discharge 
Berth Product Shorelines fae} 
t.p.h. 
Tonen O-1 Jetty Crude Oil 2x12 in. 4,500 
3x16 in. 12,000 
Tonen E-1 Jetty Crude Oil 2X12 in. 2,500 
Fuel Oil 1x10 in. 2,000 
Wakayama Sekiyu 
Jetty 9 Crude Oil 2x12 in. 5,000 
(Kainan) 
Wakayama Sekiyu 
Ohsaki Sea Berth Crude Oil 3x16 in. 12,000 


Tonen O-1 Jetty: This berth consists of an unfendered central platform 
with access way and pipe trestle to the shore, having on each side 
1 flexible and 2 rigid spring and main dolphins with catwalk connected 
to the central platform. There are 2 more rigid mooring dolphins for 
breasting lines located in a backward position relative to the breasting 
frontage and accessible by catwalk. 

The spring lines are secured to either one of the rigid spring dolphins 
at each side of the central platform. 

The original mooring buoys have been replaced with mooring dolphins 
standing off the central platform 251 m. and 241 m. thus extending the 
total mooring frontage to 492 m. All mooring and breasting dolphins are 
fitted with capstans and remotely operated quick release hooks. 
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Currents run parallel to the berthing face, maximum 2 knots each way. 

The berth has been approved for accommodating tankers of about 
260,000 d.w.t. Depth alongside the berth is about 20 m. below C.D. 

Berthing Procedures and Mooring: The vessel is turned about 1 mile 
North of the berth and then backed down to the berth. The reason for 
this procedure is twofold. First, there is insufficient room at the berth for 
turning. Second, in the port of Shimotsu vessels are normally berthed 
heading out so that in case of an emergency they can depart with the 
least possible delay. Furthermore the passage South of Zi-no-Shima 
inland is very often obstructed with fishing nets. 

The vessel is brought parallel to the berth, about 150 ft. — 300 ft. off, 
and then pushed alongside by the attending tugs. Mooring lines are only 
led when the vessel is very close in or resting against breasting dolphins. 
The normal sequence for handling ship's ropes is: spring lines, breasting 
lines, then bow and stern lines, and then the forward and aft breasting 
lines. 

The mooring configuration for vessels less than 100,000 d.w.t. is: 3 
bow lines, 3 stern lines, 2 forward breasting lines, 2 aft breasting lines, 
2 forward back springs, 2 aft back springs. For vessels up to 200,000 
d.w.t., an additional bow line and stern line is required. For vessels over 
200,000 d.w.t., an additional breast line fore and aft is necessary. 
2 mooring launches are used. The berth is equipped with a sonar 
docking system. 

When very strong Southerly winds are experienced, the vessel will 
go port side to. This rarely happens. 

ENSITY: Average density 1019. 

FRESH WATER: Available at every berth except Fuji Kosan Sea Berth, 
by shore lines, rate about 25 tonnes per hour. Also available by barge. 
FUEL: Most grades of domestic and bonded oil are available. If 
bunkering is carried out at anchorage, guard boat and oil fence will be 
required by harbour regulations. 

CONSULS: None. 

REPAIRS: Only minor deck and engine repairs. 

DRY DOCKS: 

Yura Dockyard: Mitsui Shipping & Engineering Co. Ltd. have constructed 
a 350,000 d.w.t. new dockyard in Yura, 50 nautical miles South of Kobe 
Lat. 33° 57' 30” N., Long. 135° 07’ 00” E. Vessels calling at Yura port 
are requested to note the following information: 

Tonnage dues should be paid at Wakayama since Yura is closed port. 

Dock Master boards at position 280° — 2,000 m. from Arijima 
Lighthouse for entering Yura and Pilot is not required. 

Vessel is requested to wait at Wakayama Anchorage if dry dock or 
wet basin is not available. 


Vessel is requested to call at Shimotsu for Free Pratique if necessary. 


CERTIFICATES: Ship's Register to show Customs Inspector ship’s 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear maintenance 
appears to be poor. 

CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore, 
but no spirits. 

REPATRIATION: Possible. 

AIRPORT: Osaka International Airport. 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 
POLICE/AMBULANCE/FIRE: Police 110 and Ambulance/Fire 119 (in 
case of emergency). 

TELEPHONES: No facilities for placing telephones on board. 

SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
only 7 days, but 7 days’ extension possible if ship stays longer. 
IDENTIFICATION CARDS: Not required. 

AUTHORITY: Wakayama Shimotsu Port Administration Office, 22, 
Chikko 6-chome, Wakayama City. Tel: (0734) 31-7266. 


AGENT: Sub-agents of Aall Barwil Agencies. 

Hayashi Kaiun Co.Ltd., 3062 Shimotsu-cho, Kaiso-gun, Wakayama 
Pref. 649-01, Japan. Tel: (0734) 92-1333. Telex: 5542-739 Hksimt J. 
Fax: (0734) 92-0911. Cables: Hayashikaiun Shimotsu. 


SHINGU: 33.41 N. 135.59 E. 


DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

3 Crew Lists, including Passport numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Voyage Memo (last 3 months). 

1 Declaration of Crew's Baggage List (only at first port of call). 

Ship's Agents will prepare Inward/Outward Declaration, Cargo 
Manifest and Cargo Manifest in Transit, using specific forms. Therefore, 
ship's Agents should be provided with necessary information about 
details of cargoes in advance. 
PILOTAGE: Not compulsory. Pilots are available at the anchorage from 
sunrise to one hour before sunset. 
APPROACHES: Main approach channel (leading to discharging berth) 
depth 10.0 m. 
ANCHORAGE: 3 locations: 

1. Lat. 33° 39’ 54” N., Long. 136° 00’ 32” E. 

2. Lat. 33° 40’ 00” N., Long. 136° 01' 00" E. 

3. Lat. 33° 40’ 26” N., Long. 136° 01' 00” E. 
MAX. SIZE: Wharf No. 4: Max. LOA 185 m., max. draft 9.6 m. 
HEALTH: Free Pratique formalities will be carried out at nearest port 
(Owase, Shimotsu, etc.). Radio Pratique and Sanitary Inspection 
available from Quarantine Officer from Owase port. 
RADIO: Recommended that Master communicates with Agent through 
Choshi Radio or Nagasaki Radio. 
VHF: Not available at port or on tugs. 


1154 


(See Plan) 


RADAR: Not available. 

TUGS: 1 tug (2,200 h.p.) available in the Shingu. Additions s( 
available from Wakayama port. \ 
BERTHING: 


carried out by ship's crew before work starts. 
CERTIFICATES: Ship's Register to show Customs Inspecty » 
registered gross and nett tonnages. 
CUSTOMS ALLOWANCES: 60 cigarettes, no alcohol. 
REPATRIATION: Possible. 
AIRPORT: Nearest airport is Osaka (300 km.). 
TIME: GMT plus 9 hours. 
POLICE/AMBULANCE/FIRE: Not available. 
TELEPHONES: Not available. 
SERVICES: Immigration Officials attend from Wakayama por. 
AGENT: Sub-agents of Aall Barwil Agencies. 

Shimamoto & Co.Ltd., c/o Kowan-Kaikan Miwasaki, Shing.’ 
Wakayama Pref., 647 Japan. Tel: (0735) 31-8288. Telex: 55 
Simawak J. Fax: (0735) 31-5446. Cables: Shimamoto Tanabe. 


Permissible % 0 
Berth Length Depth Draft / LOA Capacity Cm i 
(m.) (m.) (m.) (m.) g.r.t. \ 
Wharf No.4 216 10.0 9.60 185 20,000 { 
STEVEDORES: 4 stevedore gangs available. Hours: 0730 ~IMm 4 
pes every day (weekdays). ‘ 
MEDICAL: No advance notice required except on Sundays, hay ; 
and in an emergency. Pi 
FRESH WATER: Available from shore. Cost Yen 300/ton. 0 
FUEL: Domestic and bonded oil will be brought from Shimey, Rf 
Yokkaichi, etc. 
FIRE PRECAUTIONS: None. u 
CONSULS: None. Hl 
REPAIRS: Crew can carry out minor repairs. a 
DRY DOCKS: None. tl 
OPENING/CLOSING HATCHES: Opening/closing hatches me gf 


$I 

; 

SHIOGAMA: 38.20 N. 141.03 E. (See P 
mn 

Note: The Port of Shiogama is divided into two districts, the Dish 4 
Shiogama and the District of Sendai (Also see “Sendai”). 9 
DOCUMENTS: , 
Ship's Register. h 
Last Port Clearance. rs 


4 Crew Lists, including Passport Numbers. 

4 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Personal Effects. 

Agent should be provided with necessary information to Da g 
Inward/Outward Declarations and Cargo Manifests. 
PILOTAGE: Not compulsory but can be arranged at request of Na Py 
Pilot not available after dark. Pilot boards at position Lat. 38° 18' ? u 
Long. 141° 08’ 52” E. 0 
ANCHORAGES: Depth: 12 m. Bottom: Rock and sand. Anchoray 
suitable in rough weather and as no sheltered anchorage neamty 
advisable for vessels to proceed offshore. 
MAX. SIZE: See ‘“Berthing”. 
HEALTH: Radio Pratique available. 

Formalities will be carried out at the Quarantine Anchorage. 
RADIO: Choshi Radio or Nagasaki Radio. 


BERTHING: 
Permissible 
Draft & Length Sy 
Berth Length Depth Overall Capacity Ot 4 
(m.)  (m.) (m) (m) (grt) gy 
Teizan No. 1 (T.1) 160 8.5 8.5 160 10,000 n 
No. 2(T.2) 160 8.5 8.5 160 10,000 p 
No. 3 (T.3) 130 igs) 7.0 130 5,000 P 
No. 4 (T.4) 130 7§ 7.0 130 5,000 \ 
Higashi Wharf e 
(E.1,2,3) 330 ree 7.0 330 3x3,000 
Naka Wharf 130 ta 7.0 130 5,000 1 
(E. side)(M. 4,5,6) 140 4.5 4.0 140 2x1,000 g 
Naka % 
(W. side)(M. 7,8) 197 4.5 4.0 — 2x1,000 & 
Naka R 
(N. side)(MN) 169 a5 5.0 — 2x2,000 fh 
Nishi Wharf (W) 323 4.5 4. — 4x1,000 


TANKERS: Vessel discharges through 2 x 16 in. Chicksan loading! 
each capable of receiving 4,000 t.p.h. Also 18 in. Chicksan 1 ij 
arm for bunker. 

There are no facilities for dirty ballast. 
Storage Capacity: 

Crude Oil: 102,000 KIx5 

55,000 KIx1 

Fuel Oil: 31,0005 
FRESH WATER: Supplied by shore line at 40 t.p.h. 
FUEL: Domestic oil is available; bonded oil will be broug™ 
Yokohama or Sendai, when required. 
TIME: GMT plus 9 hours. No alterations rng year. 
AUTHORITY: Shiogama Port Administration Office, 7-13, Teas 
1-chome, Shiogama City, Miyagi Pref. Te/: (02236) 2-3391. FAX” © 
365-2072. Contact: Seishi Ito, Port Director. 


AGENT: Sub-agents of Aall Barwil Agencies. j 

Sanriku Unyu Co. Ltd., 11-28, Teizan-dori, 3-chome, Shioga™ 
Miyagi Pref. 985, Japan. Tel: (022) 365-2127. Telex: 8592-46 st 
Fax: (022) 365-2072. Cables: Sanrikunyu Shiogama. 
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wa: 97.50 N. 140.58 E. (See Plan) 


wy Register (and International Tonnage Certificate, if Ship's 

a8 does not show gross and nett tonnages). 

is port Clearance. 

ow Lists, including Passport numbers. 

"dassenger Lists. 

“ gores Lists. . 

: tions of Crew's Baggage. 

agTaGE: Not compulsory but recommended. Pilot available at 
Lat. 37° 52’ N., Long. 140° 59’ E. ’ 

= TIONS: Berthing and unberthing possible during daytime. 

‘limitation In channel is 7.2 m. 

“siZE: See “Berthing”. 

tH: Radio Pratique available through Onahama Quarantine 


5 13,000 hp. and 1350 h.p. 


4 ger Max. 

et Length Depth Draft Capacity 

ihe (m.) (m.) (m.) (d.w.t.) 

ra 1-1 90 55 sy 2,000 

2 90 5.5 ay. 2,000 

1-3 130 7.5 he 5,000 

1-4 130 “ao 7.2 5,000 

1-5 130 Tp 7.2 5,000 

1-6 90 sits 5.2 2,000 

1-7 90 5.5 Oy 2,000 

1-8 90 SHS) 5.2 2,000 

2-1 90 5.5 5.2 2,000 

i 2-2 130 7.5 7.2 5,000 

; 2-3 130 vA 7.2 5,000 


s{gD0RES: Working hours: 0830 hrs. — 1630 hrs. 


angs available. 
a WATER: Available from shore. 


Not available. 
L: 


ERAL: 

sation: Authorities come from Onahama. 
geing: Possible. 

wm Provisions and stores available. 


ia: Sub-agents of Aall Barwil Agencies. 

jehama Kairiku Unso Kaisha Ltd., 312-1 Takayama, Aza, Onahama, 
@ City, Fukushima Pref., 971 Japan. Tel: (0246) 53-3221. Telex: 
40 Onakai J. Fax: (0246) 54-8224. Cables: Onakai lwakionahama. 


WAKI: 33.24 N. 133.18 E. (See Plan) 


RT LIMITS: Arrival Position: Within 800m. radius of position 
237 19'N., Long. 133° 18’ E. 

NCUMENTS: 

do's Register. 

ast Port Clearance. 

\arantine Certificate. 

Dew List. 

‘yage Memo (last 3 months). 

Sores List. 


—— 


‘acotics List. 

Scaration of Crew's Baggage. 

ship's Agents will prepare Inward/Outward Declaration and Cargo 
Ss. Therefore ship's Agents should be provided with necessary 
“mation from the vessel, such as ship's nationality, port of registry, 
Mand nett tonnages, deadweight, owner's name, number of crew, 
™eand quantity of cargo. 

\IAGE: The port does not have VHF, telegraphic or telephone 
“unications, so ETA advice should be sent to the ship's Agent, who 
“miact the pilot station. The vessel will be advised of berthing and 
“nformation by Agent by cable or telex. 

“stawaiting pilot, vessel anchors in anchorage (See “Anchorage”). 
"he event of bad weather, there is no alternative anchorage, and 
+ sy board. The Master should decide whether to proceed to 


SORAGE: Lat. 33° 19’ N., Long. 133° 18’ E. Depth 40 m. — 50 m. 
. CTIONS: Vessels cannot enter Port Limits until Free Pratique 
“een granted (See “Health”). 
: uy engunberthing throughout 24 hours. 
SIZE: See “Berthing”. 
‘Free Pratique not available at Susaki. Nearest convenient 
tng ne port is Kochi (Lat. 33° 29’ N., Long. 133° 35.5’ E.), which is 
118 miles from Susaki. 
__:ltis recommended that vessels use Choshi Radio or Nagasaki 
©. which cover all ports in Japan. 
athe ot VHF Station. In an emergency, vessel can contact J.M.S.A. 


vi 


‘es, 1x22 ) 

THING. 00 h.p. and 12,500 h.p. 

19,000 ton Wharf: Public wharf for cement in bulk and clinker. 

a 165 m. Max. beam 28.0 m. Max. draft 8.9 m. Clear height 

hm 13.0 m. Loading by shore conveyor belt. Rate: 650 tonnes/hr. 

de, ent in bulk and 1,000 tonnes/hr. for clinker. 

% ty Pier: Private pier for discharging coal in bulk. Max. LOA 
ax. beam 15.0 m. Max. draft 7.5 m. Discharging rate by shore 

Dap iba tonnes/hr. 

amy Pier: Private pier for cement in bulk and clinker. Max. LOA 

Dejoy &x. beam 15.0m. Max. draft 6.20m. Loading by shore 
belt at 650 tonnes/hr. 


JAPAN 


15,000 ton Wharf: Public wharf for logs and lumber. Max. LOA 185 m. 
Max. beam 32.0 m. Max. draft 8.70 m. Ship's gear used for discharging, 
rate 850 cu.m./day with 3 gangs working 0800 hrs. — 1700 hrs. 
5,000 ton Wharf: Public wharf for domestic vessels. 
3,000 ton Wharf: Public wharf for domestic vessels. 
Ninato Machi Wharf: Public wharf for domestic vessels. 
Nittetsu Dolphin Pier: Private pier for limestone in bulk. Max. LOA 240 m. 
Max. beam 32.5 m. Max. draft 12.5 m. (even keel). Clear height less 
than 13.5 m. Limestone loading by shore conveyor belt and 2 loaders, 
rate 1,300 tonnes/hr. 
BULK HANDLING FACILITIES: See “Berthing”. 
STEVEDORES: To be arranged by shipper/consignee against the 
shipping plan. Workable 24hours for cement/limestone loading, 
including Sundays and holidays. 

Discharging of logs, 0800 hrs. — 1700hrs., except Sundays and 
holidays. No overtime possible. 
MEDICAL: No advance notice required, except for Sundays and 
holidays and in an emergency. 
DENSITY: 1018 — 1023, average throughout the year. 
FRESH WATER: Available at berth. Rate 10 t.p.h. 
FUEL: Supply prohibited under local port regulations, except in drums. 
CONSULS: None. 
REPAIRS: Only minor repairs. 
DRY DOCKS: None. 
REPATRIATION: Possible. 
AIRPORT: Kochi Airport, about 70 km. 19 flights to Osaka, 2 flights to 
Nagoya and 5 flights to Tokyo daily. 
TELEPHONES: Not available. 
POLICE/AMBULANCE/FIRE: Contact Agent. 
CUSTOMS ALLOWANCES: Only allowed to take 60 cigarettes ashore, 
but no spirits. 
SERVICES: None. 
SHORE LEAVE: Crew issued with shore passes valid for 15 days. 
DELAYS: Sometimes there are delays in berthing and unberthing, due 
to fishing boats towing nets in the vicinity of harbour entrance, anchorage 
and channel. 
GENERAL: Susaki is a complex port as the Fishing Union has strong 
powers, and demands that the following conditions are met: 

1. Ships must use recognised anchorage. 

2. Ships must berth within one day of anchoring. 

3. Ships must not show too many lights at night. 

4. Ships must not dispose of any waste into the sea (dust, scraps of 

food, any waste material or oily water) at anchorage or in inner 
harbour. 


AGENT: Sub-agents of Aall Barwil Agencies. 

Irimajiri Kaiun Co.Ltd., 2-9 Minato Machi, Susaki City, Kochi Pref., 
785 Japan. Tel: (0889) 42-6141. Telex: 5886-712 Irisub J. Fax: 0889- 
43-2055. Cables: Irimajirikaiun Susaki. 


TAGONOURA: 35.08 N. 138.42 E. (See Plan) 


PORT LIMITS: Commences 5 cables from the harbour entrance. 
A vessel is considered an “arrived ship” at this point. 
DOCUMENTS: Same as “Shimizu”. 
PILOTAGE: Ordered 24 hours in advance through Agents. If possible 
vessels should obtain Japanese Chart 1075 for the approaches and 
Japanese Harbour Plan No. (P) 98. Two fixed green leading lights visible 
16 miles lead the ship through the entrance on a bearing of 323.5° True. 
Vessels should approach on this transit until 1 mile off the breakwater 
entrance which is marked by an Occ. G. 6 sec. 14.4 mile light on the 
West Breakwater and a Occ. R. 6 sec. 15 mile light on the East 
Breakwater. The Pilot will board from a tug (190° x 2 miles from West 
Breakwater Lighthouse). 2 tugs will attend for the entrance transit. 
ANCHORAGES: Due to the steep nature of the coast no roadstead 
anchorages are available. In the event of having to wait for Pilot or 
weather to moderate it is necessary to steam outside the entrance or 
anchor and wait near Shimizu Quarantine Station. 
RESTRICTIONS: The allowable draft should be verified with the Agents 
before arrival as this does vary, the average being 6.5 m. alongside the 
berth. The entrance channel has a minimum depth of 9 m. at high tide. 
MAX. SIZE: LOA 600 ft., beam 100 ft. These extremes are likely to be 
increased as the port develops. 
HEALTH: Radio Pratique is available if vessel holds a valid Japanese 
pr Inspection Certificate; if not, then quarantine will be cleared at 
himizu. 
RADIO: Chosi Radio. When nearing Shimizu a call can be made via 
Shimizu Radio VHF requesting them to telephone ETA to Tagonoura 
Pilot. 
TUGS: 2 tugs normally required. These are ordered from Shimizu in 
advance by Tagonoura Agents. The same applies on departure. 
BERTHING: 


Permissible 

Berth Length Depth Draft Capacity 

(m.) (m.) (m.) (d.w.t) 
Yoshiwara Wharf No. 1 167 9.0 9.0 110,000 
2 125 Toe 0 1x 5,000 
Chuo Wharf 1 & 2 410 9.0 9.0 2x 10,000 
3&4 250 ee} 75 2x 5,000 
Asahi Kasei Whart 170 9.0 9.0 1x 10,000 
(Private) 80 16D) 7.0 1x 5,000 
Fuji Wharf No. 1,2 &3 375 75 tas) 3x 5,000 
4 115 6.5 6.5 1x 3,000 
Suzukawa Wharf 48 5.5 6x 2,000 


5 pio . ; 
SPECIALISED CARGO FACILITIES: Tagonoura handles bulk 
phosphates, etc. Also liquid chemical carriers and tankers. 
BRIDGES: None. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, é, 


STEVEDORES: Private arrangements. Working hours: Weekdays 
0830 — 2130 hrs. Labour not available 1st and 3rd Sundays of each 
month or January 1st-4th or August 16th. 

MEDICAL: Hospital and immediate services available. 

TANKERS: One oil wharf. Max. permissible draft 5.5m. Capacity 
52,000 d.w.t. vessels. 

DENSITY: 1021. 

FRESH WATER: Unlimited. Available on the berth, rate less than 
15 t.p.h. Cost Yen 250 per ton. 

FUEL: All grades and lubricants available from Chiba, Toyko, Yokohama 
and Shimizu. 

REPAIRS: Minor repairs only available. 

DRY DOCK: None. 

SURVEYORS: Cargo Inspectors and Surveyors of all societies are 
available through the ieee 

GANGWAY/DECK WATCHMEN: Available but not necessary. 
HATCHES: Opened and closed by crew. 

CUSTOMS ALLOWANCES: Same as “Shimizu”. 

CARGO GEAR: Ship's gear. 

REPATRIATION: Possible. Frequent train services to Toyko. 
AIRPORT: Narita Chiba Prefecture near Tokyo. 

TIME: GMT plus 9 hours throughout. 

EMERGENCY CO-ORDINATION CENTRE: Maritime Safety Agency 
Tagonoura Branch Tel: (0545) 32-0154. 

TELEPHONES: Available near Chuo Wharf and Yoshiwara Wharf. 
STORING: Vessels can be stored by trucks proceeding alongside the 
berth and can use fork lift trucks on the wharf to handle stores. 
SERVICES: All services available at short notice from Shimizu or Toyko. 
SHORE LEAVE: Possible. 

IDENTIFICATION CARDS: 7 day passes issued, extended if needed. 
GARBAGE DISPOSAL: Not available. 

WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS: None. 

CURRENCY: Japanese Yen (Y). 

AUTHORITY: Tagonoura Port Administration Office, 2-1 Suzukawa-cho, 
Fuji-shi, Shizuoka-ken, Japan 417. Tel: 0545-33-0495. FAX: 0545-33- 
1009. Contact: Mr.Fumitoshi Ishikawa, Director General. Mr.Fujio Endo, 
Manager. 


AGENT: Sub-agents of Aall Barwil Agencies. 

Tagonoura Futo Co. Ltd., 2-1, Suzukawa-cho, Fuji City, Shizuoka 
Pref., 417 Japan. Tel: (0545) 33-0735. Telex: 3925-388 Tago F J. 
Fax: (0545) 32-2093. Cables: Tagofuto Fuji. 


TAKAMATSU: 34.21 N. 134.02 E. 


DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

Ship's International Tonnage Certificate. 

3 Voyage Memo (List of Ports of Call). 

5 Crew Lists, including Passport numbers. 

3 Passenger Lists, in any. 

1 Stores List. 

1 Declaration of Crew's Baggage (only at first port of call in Japan). 

Ship's Agents will prepare Inward/Outward Declaration, Cargo 

Manifest and Cargo Manifest in Transit, using specific forms. Therefore 
ship’s Agent should be provided with necessary information about details 
of cargoes in advance. 
PILOTAGE: Inland Sea and Bay Pilotage should preferably be arranged 
through Agents with 72 hours notice. Urgent correction of ETA outside 
business hours should be cabled direct to pilot station. Inland Sea Pilot 
Association covers all inland sea ports. Pilotage is compulsory for 
vessels over 10,000 g.r.t. when passing Osaka Bay, Akashi Route and 
Bisan Route. 

Pilots obtained from undermentioned pilot stations, depending upon 
vessel's last port of departure, and at Master's discretion. Pilotage 
available throughout 24 hours, and 72 hours advance notice preferred, 
thereafter advising any alterations. Most inland sea pilots also act as 
harbour pilots up to berth or anchorage at destination. 

1. Tomogashima Pilot Station (entrance to Osaka Bay): Position 
Lat. 34° 10’ N, Long. 135° 00’ E. Cable address ‘Baypilot Kobe”. Telex: 
5622617. 

2. Wadamisaki Pilot Station: Position Lat. 34° 35’ N., 
Long. 135° 08’ 24" E. Cable address “Anjin Kobe”. Telex: 5623011. 

3. Sekisaki Pilot Station: Position Lat. 33° 13’ N., 
Long. 131° 55’ 38” E. Cable address “Anjin Moji”. Telex: 715303. 

4. Hesaki Pilot Station: Position Lat. 33° 57’ 00" N., 
Long. 131° 03’ 00" E. Cable address “Anjin Moji”. Telex: 715303. 
ANCHORAGE: Master must obtain permission to anchor from Harbour 
Master before arrival. Depth 9.0 m. — 10.5 m. 

RESTRICTIONS: Vessels may enter and leave during daytime only. 
MAX. SIZE: See ‘Berthing”. 

HEALTH: Radio Pratique available. 

RADIO: Recommended that Master communicates with Agents through 
Choshi Radio or Nagasaki Radio, which cover all ports in Japan. 
Westbound vessels to contact Choshi Radio, and Northbound vessels 
to contact Nagasaki Radio respectively. 

VHF: No service available. 
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(See Plan) 


BERTHING: 
Permissible FIR 
Name of Berth Length Depth Draft Length C, col 
r (m.) (m.) (m.) (m.) (grt) AEF 
“F” Area (Public) or) 
F-East Pier (A) 300 7.8 7.5 180 20,0 GA 
F-East Pier (B) 100 5.5 5.5 100 5,00 ort 
F-West Pier 300 9.0 9.0 200 30,0 ous 
F-North Pier 300 7.5 7.5 180 =. 20,00 su 
Anchorage (Public) REF 
No. 1 Anchorage 200 11.0 10.5 200 10m AR 
No. 2 Anchorage 250 11.0 10.5 250 209m Pd 
No. 3 Anchorage 250 10.5 9.0 250 = 20,0 3a 
No. 4 Anchorage 200 10.0 9.0 200 10, st 
STEVEDORES: At least 24 hours prior notice, excluding Sung, SH 
holidays, required in order for Agent to arrange stevedores. Vex. AU 


constantly keep her Agent advised of ETA. If stevedores , sa 
commence loading/unloading at time notified by the Agent, theoy AG 
must pay for waiting time. If cargo gear not rigged on tx 
stevedores will do same for ship's crew. 

Overtime surcharges: 1630 hrs. — 2130 hrs., 0700 hrs. — ogy, 
60% to be added. 2130 hrs. — 0700 hrs. — 120% to be added §, 
and holidays — 100% to be added. 

MEDICAL No advance notice required, unless urgent. 
TANKERS: No facilities. 

DENSITY: 1025. 

FRESH WATER: F-East Pier (A): Water can be supplied from» 1 

Water barge available from Marugame and Onomichi. 

FUEL: See “Sakaide”’. x 
FIRE PRECAUTIONS: No specific precautions. 

CONSULS: None. See “Kobe”. o 
REPAIRS: Only minor repairs possible. oh 
DRY DOCKS: See “Sakaide”. ‘ 
GANGWAY/DECK WATCHMEN: See “Sakaide”. 
CERTIFICATES: Ship's Register and International Tonnage Ce; 
to show Customs Inspector ship's registered gross and nettton ; 
Valid Cargo Gear Certificate sometimes required by stevedorm | 
cargo gear maintenance appears to be poor. 
CUSTOMS ALLOWANCES: See “Sakaide”’. 
CARGO GEAR: See “Sakaide”. 

SURVEYORS: See “Sakaide”. 

REPATRIATION: See “Sakaide”. 0: 
AIRPORT: Takamatsu Airport. 

4 flights Takamatsu/Tokyo by All Nippon Airlines. w 

3 flights Takamatsu/Osaka/Tokyo by All Nippon Airlines. of 

3 flights Takamatsu/Tokyo by Japan Air System. 

1 flight Takamatsu/Fukuoka by Japan Air System. Cn 

1 flight Takamatsu/Sapporo by Japan Air System. x 
TIME: GMT plus 9 hours. No alterations made to clocks duringy : 
HOLIDAYS: National holidays: See “Niihama’”. wi 

Local holidays: New Year (December 31st — January 3rd). 
POLICE/AMBULANCE/FIRE: Police 110; Ambulance/Fire 119 9 
TELEPHONES: No facilities for placing telephones on board. py 
BANKS: No American/European banks. It is possible to collects 72 
currency, especially U.S.Dollars, at the 114 Bank Ltd. or 
STORING: See “Prelims”. 

. Available by barge and truck. 

. Available during cargo operations. 

. Trucks proceed alongside at the berth. 

. Available. 

. No special regulations. 

6. Yes. 

SHORE LEAVE: See “Sakaide”’. 

AUTHORITY: Takamatsu Port and Administration, 1-30, Asam 
Takamatsu City, Kagawa, Japan. Te/: 0878-21-7008. Contact "# 
Master. 


AGENT: See ‘Sakaide”’. 
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TAKUMA: 34.14 N. 133.41 E. (See? 


DOCUMENTS: See “Sakaide”. M 
PILOTAGE: See ‘‘Sakaide”. 
RESTRICTIONS: No restrictions, but pilots are not available foro ® 
and unberthing after sunset. 


MAX. SIZE: See “Berthing”. > 
HEALTH: See “Sakaide”. 

RADIO: See ‘“Sakaide”. t 
VHF: No service available. ¥ 


TUGS: See “Sakaide”. = 
BERTHING: Takuma No.2 Quay: LOA 130 m., depth 7.5 m. ad 
Discharge Anchorages: 


Anchorage “A”, 025°x650m. from Mitamaiwa ug? 


depth 11 m. ; 
Anchorage “B”, 050°x1,000m. from Mitamaiwa Ug® é 
depth 10 m. A 


Anchorage “C”, 070° 700 m. from Mitamaiwa Lighthouse, 0 
STEVEDORES: See “Sakaide”. 
MEDICAL: See “Sakaide”. 
TANKERS: No facilities. 0 
FRESH WATER: Available at Takuma No.2 Quay by shore # ¢ 
capacity 40 t.p.h. af 
Available at anchorage by water barge from Marugamé." . 
delivery 100 t.p.h. 3 
FUEL: See “Sakaide”. 


onwo 


UTIONS: No specific precautions. 


Sus: None. See “Kobe”. * 
rnc: minor repairs possible. 
ears: Only 


DOCKS: None. " =~ 
PyayIDECK WATCHMEN: See “Sakaide”. 
MNNGCLOSING HATCHES: See “Sakaide" 
‘stows ALLOWANCES: See “Sakaide”. 
‘aie S: See “Sakaide”. 
TRIATION: Possible. 
oot: Takamatsu Airport (see “Sakaide”’). 
{ce AMBULANCE/FIRE: See “Sakaide”. 
guts: See “Sakaide”’. 
RNG: See “Sakaide”. 
wt LEAVE: See “Sakaide”. 
jTY: Takuma Harbour Office, 1328 Takuma, Takuma-Cho, 
Pref, Japan. Tel: 0875-83-2373. Contact: Port Captain. 


"pit; See “Sakaide”’. 
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| ABE: 33.44 N. 135.21 E. 


ENTS: 
‘our Master: Report of arrival and departure. 
sesu Customs Office (Tanabe Branch): 1 copy each of the 


(See Plan) 


ok 
do's Register 
wi Port Clearance 


2) \cpies Crew List 
®| implies Passenger List 
*| ‘py Stores List 
‘my Declaration of Crew's Baggage (First port only) 
spy Cargo Manifest (Discharge & through cargo) 
| yy Declaration Inward of vessel 
npy Parcel List 
a /mmigration Office (Shimotsu Branch): 
3efore ship's arrival: “Notice of Ship's Arrival” is to be submitted 
vws before ship's arrival with Crew List (Name, Nationality, Date 
im, Number of Passport or Seaman's Book, Rank). 
| On ship's arrival: “Report of Ship's Arrival” is to be submitted with 
‘wand Passenger Lists (if already submitted before ship's arrival, not 
eure) 


). 
! | | On Ship's Departure: “Report of Ship's Departure” to be submitted 
oCrew List if any changes. 
t ttisrequired that ship’s Agent is able to guarantee the identification 


ivew 
_\A0TAGE: Not compulsory, but if required Agent to be advised 
| You's prior arrival. No pilotage sunset to sunrise. Anchorage waiting 
Plot Lat. 33° 42’ N., Long. 135° 19’ E. Pilot station 2,200 m. 315° 
mBanshono-hana Lighthouse. Depth 38 m. 
WHORAGES: (a) Lat. 33° 42’05”"N., 
Sal. 33° 42’ 08" N., Long. 135° 21’ 01” E. 
*h 19m. Bottom, sand and mud. 
‘Tanabe Port, there are many rocks, and therefore it is required to 
‘sigate the port passage sufficiently, according to the Chart of 
tabe Port which is issued by Maritime Agencies (Chart No. 74). 
SSIRICTIONS: Max. draft 10.5 m. 
"| then a vessel loaded with explosives or dangerous cargo is entering 
| Stor, she must obey the instructions issued by Port Master when 
Se the port. 
‘ee is no restriction for night arrival. 
TH: Vessels usually anchor in the port of Owase or Shimotsu, 
fee the authorities board and grant Free Pratique. 
"0: Recommended Master communicates with Agent through 
i Radio or Nagasaki Radio which cover all ports in Japan. If 
®ically Westbound vessel, to contact Choshi, and Northbound to 
i Nagasaki Radio respectively. 
abe Maritime Safety Office, call sign: JNH. 
contents of communications must be concerned with ship's arrival 
“eparture, and maritime safety. 
"Call: ‘Tanabe Hoan”. 
“munication to be concerned with ship's arrival and departure 
"gements and port safety affairs. 
4 “ere number of Maritime Agencies: 0739-22-2000. 
Brung: can be arranged from Wakayama Port. 
4 “ : rig A: Depth 10.7 m., max. draft 10.5 m. Capacity 30,000 
1... (09s only). 
meebooey Available through Kinan Port Transport Union. 
ye No advance notice required unless urgent. In an emergency 
Maen erie Agencies. 
Sain Proceed to Shimotsu. 
T ‘ About 1030. 
‘ Resy oo rea". Maximum plus 2.13 m. Minimum minus 0.21 m. 
WATER: Available by water barge, capacity 30 tons. Daytime 
NEL Only to buoy berths. 48 hours’ notice required. 
Hehe Oil will be brought from Shimotsu or Kobe, when required. 
» None. 
AIRS: No facilities available. 
PRUNG DECK WATCHMEN: Not necessary. 
BTCA OSING HATCHES: By ship's crew. 


ter TES: Ship's Register to show Customs Inspector ship's 
be 


Long. 135° 20’ 34” E. 


F 


Egy 


Ej 


W 
t <a and nett tonnages. Valid Cargo Gear Certificates 


Met 
Sears to 


equired by stevedores when cargo gear maintenance 
poor. 


JAPAN 


CUSTOMS ALLOWANCES: Only allowed 60 cigarettes to take ashore 
but no spirits. 

AIRPORT: Nanki Shirahama Airport about 25 km. distant. 2 Domestic 
La ny daily to Tokyo. 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 
POLICE/AMBULANCE/FIRE: Tanabe police office, tel. 0739-22-1226; 
Ambulance, tel. 0739-22-0931; Fire department, tel. 0739-22-0931. 
SERVICES: None available locally but obtainable from Osaka. 
SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
only 3 days, but 3 days’ extension possible if ship stays longer. 
AUTHORITY: Tanabe Doboku (Public Works) Office, 23-1, Asahigaoka, 
Tanabe City, Wakayama Pref. Tel: (0739) 22-1200. 


AGENT: Sub-agents of Aall Barwil Agencies. 

Shimamoto & Co. Ltd., c/o Kishu Port Service, 193 Kamiyashiki- 
Machi, Tanabe City, Wakayama Pref. 646, Japan. Tel: (0739) 24-2424. 
Fax: (0739) 24-2425. Cables: Shimamoto Tanabe. 


TOBATA: 33.55 N. 130.51 E. 


(See Plan) 
(See “Kanmon-Ko”) 

DOCUMENTS: When vessel arrives direct from a foreign port, Customs 
Officials will board to search and the following documents are to be 
submitted. 

Ship's Register. 

International Tonnage Certificate. 

Voyage Memo (Ports of call). 

Last Port Clearance. 

3 Crew Lists, including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 

(Hoorn radio, firearms/swords, etc. (only at first port of call in 
japan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 Cargo 
Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship's Agent should be provided with necessary information about details 
of cargoes in advance. 

PILOTAGE: Compulsory. Harbour Pilots and Inland Sea Pilots are 
available at the pilot station or quarantine anchorage. Mutsure pilot 
station. Lat. 33° 59’ 30” N., Long. 130° 53’ 00" E. 

Inland Sea Pilot Association covers all Inland Sea Ports. Pilotage 
compulsory for vessels over 10,000 g.r.t. 

Pilots obtained from one of three pilot stations, dependent upon 
vessel's last port of departure and at Master's discretion. Pilotage 
available throughout 24 hours, and 72 hours’ advance notice preferred, 
thereafter any alterations. Most Inland Sea Pilots also act as Harbour 
Pilots up to berth or anchorage at destination. 

Note: VHF communication available with Inland Sea Pilot Stations. 
1. Wadamisaki, at entrance to Kobe (Vessel transiting Kii Straits) 
Position Lat. 34° 34’ 09" N., Long. 135° 11’ E. Cable address: “Anjin 
Kobe”. 

2. Sekisaki, 3 miles South of Sekisaki Lighthouse (Vessel transiting 
Bungo Channel). Position Lat. 33° 13’N., Long. 131° 54’ E. Cable 
address: “Anjin Moji”. 

In the event of bad weather, recommended vessels proceed for shelter 
= near as possible, having due regard to safety, to Sekisaki Pilot 

tation. 

3. Hesaki at East side of Kanmon (Shimonoseki) Straits. Position Lat. 

33° 56’ 24" N., Long. 131° 03’ 12” E. 

ANCHORAGES: No. 5 Section, Wakamatsu. Depth: 9m. — 11m. 

Capacity 15,000 g.r.t. x 2. Quarantine Anchorages also used when 

necessary. 

RESTRICTIONS: 

(a) Vessels exceeding 20,000 tons gross may berth only within 

1 hour before and/or after slack tide. Vessels under 20,000 tons 
gross may berth regardless of current, if it does not exceed 
5 knots. 

(b) Night entry: Vessels under 10,000 gross tons may berth at Nos. 1, 
2, 3 and 8 wharves until 2200 hrs. in Summer season and 
2100 hrs. in Winter season, subject to Harbour Master's 
permission and Pilot's agreement. 

(c) Night departure: Vessels under 20,000 gross tons allowed to sail 
from Nos. 1, 2, 3, 8 wharves until 2200 hrs., regardless of current, 
provided they are moored with bow outward. 

(d) Least depth in channel, 17.0 m. 

MAX. SIZE: No. 4 Ore Pier: 160,000 d.w.t. or 250,000 d.w.t. with part 
load. 

HEALTH: Formalities will be carried out at the anchorage. Quarantine 
station 105° — 2,800 m., (800 m. square) from Mutsure Lighthouse. 
Radio Pratique available. 

RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which cover all ports in Japan. If 
specifically Westbound vessel, to contact Choshi, and Northbound to 
contact Nagasaki Radio respectively. 

VHF: Shimonoseki Port Radio Station on Channels 16, 12, 14, 20 and 
22. Pilots on Channel 13. 

TUGS: Two tugs join vesse! at entrance of harbour (in front of harbour 
signal station). Vessels exceeding 20,000 tons gross require 3 tugs. 
One of them will join vessel at Mutsure leading into main harbour and 
2 join vessel at entrance of port (in front of harbour signal station). 
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BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship's Agent mainly by radio. 


Permissible Shore 
Berth Length Depth Draft LOA Cranes 
(m.) (m.) (m.) (m.) 
(Ore Pier) 
Wharf No. 1 200 10.5 10.5 200 
2 200 11.0 11.0 200 4x30t 
3 250 13.0 13.0 270 i" 
4 405 17.5 16.0 327 
(Coal Pier) 
Wharf No. 8 267 11:5. 11.5 250 
9 267 9.5 9.5 170 
Loading Pier 
Uchiura No. 5 1x25t 
What 199 95 95 190 fiero 
Shoko Wharf 
Tobata 150 8.5 8.5 150 
Shin Nittetsu 
Kagaku (RI) 105 7.5 7.0 110 
Sakaigawa Public 
Wharf (RS) 299 7.5 7.0 120 


BRIDGES: Kanmon Suspension Bridge was built in 1973 across 
Hayatomo Channel (narrowest place in Kanmon Strait, width of fairway 
530 m.) between Shimonoseki and Moji. The height of the bridge from 
sea level is 61 m. Vessels of 59 m. height must advise Pilot Office. 
STEVEDORES: At least 24 hours prior notice excluding Sundays and 
holidays required in order for Agent to arrange stevedores. Vessel must 
constantly keep her Agent advised of ETA. If stevedores cannot 
commence loading/unloading at time notified by the Agent, the orderers 
must pay for waiting time. If cargo gear not rigged on berthing, 
stevedores will do same for ship's crew. Overtime surcharges 1700 — 
1900 hrs. (50% additional of basic stevedorage), 2100 — 0500 hrs. next 
morning (130% additional), Sundays/holidays (60% additional). 
MEDICAL: No advance notice required, unless urgent. 

TANKERS: Kita-Kyushu LNG. Co.: Max. size 125,000 d.w.t. Max. LOA 
286 m. Max. draft 12.0m. 3x16 in. (LNG). Discharge rate 12,000 kl./hr. 
1X16 in. (boil off oil) discharge rate 12,000 kI./Hr. 

DENSITY: Average density in the port is about 1019 — 1021 in Summer 
season, 1025 — 1026 in Winter season. 

FRESH WATER: Available in connecting lines from shore side at Wharf 
Nos. 1, 2, 3, 4, 8 and 9. At buoys: from barges, arranged from 


Wakamatsu. Rate of delivery: 55 — 70 t.p.h., ex-hydrant, 60 t.p.h., barge. 


FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 
Osaka Bay and Kanmon Port. At all other ports, bunkers will be lightered 
from the nearest bunker stock ports, at maximum 7 days prior notice. 
FIRE PRECAUTIONS: No tanker berth. Each tugboat equipped with fire 
extinguishing system for attending emergencies on request. 
CONSULS: See “Yawata”. 
REPAIRS: All types of repairs possible. 
DRY DOCK: See “Shimonoseki’’. 
GANGWAY/DECK WATCHMEN: Not specially 
passengers or valuable cargo aboard. 
OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches. If any time lost by ship's crew doing this work, 
stevedores charge ship for waiting. Recommend request stevedores for 
this work unless crew can complete it before berthing. 
CERTIFICATES: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear maintenance 
appears to be poor. 
CUSTOMS ALLOWANCES: Only allowed 60 cigarettes to take ashore 
but no spirits. 
REPATRIATION: Possible. 
AIRPORT: Nearest is Fukuoka Airport, about 2 hours by train and taxi. 
Kitakyushu Airport about 40 minutes by taxi. 
TIME: GMT plus 9 hours. No alterations made to clocks during year. 
POLICE/AMBULANCE/FIRE: Police 110 (just dial). Ambulance and Fire 
119 (just dial). 
TELEPHONES: Possible to place telephone on board. 
SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
only 15 days when Tobata is first port of call in Japan, extension possible 
if ship stays longer. 
WIND/TIDE: South-easterly winds prevail in the warm seasons and 
North-westerly winds in the Winter season. The maximum velocity 
recorded in the past being 18 m./sec. The tidal range is 2.145 m. The 
current at the channel leading to new port runs Southward at the flood 
and Northward at the ebb. The maximum speed of the current is about 
3 knots. There is no current in the dock. 
AUTHORITY: Kitakyushu Port and Harbor Bureau, 2-7 Nishi-Kaigan, 
1-chome, Moji-Ward, Kitakyushu City, Fukuoka Pref., 801 Japan. 
Tel: (093) 321-5941, (093) 321-5941. FAX: (093) 321-5915. 
AGENT: Sub-agents of Aall Barwil Agencies. 

Green Shipping Ltd. Moji, 9-7, Minato Machi, Moji-ku, Kitakyushu City, 
Fukuoka Pref., 801 Japan. Tel: 093-321-4261. Telex: 7153-11 
Greenm J. Fax: 093-321-4288. Cables: “Greenship Moji”. 


required unless 
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TOKACHI: 42.15 N. 143.18 E. 


(See) 
Port Status: Closed Port. 10 
DOCUMENTS: This port is defined as a Closed Por, & 
formalities have to be completed at the last calling port in Jape e 
a wayport such as Kushiro. 

Ship's Register (and International Tonnage Certificate ; 

Register does not show gross and nett tonnages). ” 

Last Port Clearance. 

6 Crew Lists, including Passport numbers. 

4 Passenger Lists. 

2 Stores Lists. 

2 Declarations of Crew's Baggage. 

3 Voyage Memo (Ports of Call). r 
PILOTAGE: Not compulsory, but recommended. Pilots are avaiy Mi 
the Quarantine Anchorage of Kushiro. 3 days notice of ETAis 
ANCHORAGE: Bottom sand and mud. Minimum depth ayy, 
passage, depth is 9.00 m. No Quarantine Anchorage at Tokay 
RESTRICTIONS: Vessels are allowed to enter day and night, by, AN 
are only available from sunrise to sunset. 


~_— Wom = 


Draft limitation in channel is 10.0 m. 5 
MAX. SIZE: See ‘“Berthing”. { 
HEALTH: Radio Pratique not available. See “Documents”. { 
RADIO/VHF: Not available. { 
TUGS: Available from Kushiro or nearby port with sufficient » Re 
notice. a 
BERTHING: FS 

Name of Berth Length Depth Max. Size w 

m. (m.) (d.w.t.) W 

South Pier No. 1 90 5.9 12,000 im 

South Pier No. 2 and 3 230 5.6 2x 2,000 

South Pier No. 4 130 Go 15,000 10 

No. 2 Wharf 260 Le 25,000 

No. 3 Wharf 185 9.0 1x 15,000 

No. 3 Wharf 130 ra} 15,000 

No. 3 Whart 90 5.5 12,000 HE 
CRANES: None. cy 
BULK CARGO FACILITIES: None. Ce 
SPECIALISED CARGO HANDLING FACILITIES: None. 10 
BRIDGES: None. re 


STEVEDORES: At least 24 hours prior notice, excluding Sunda & 
holidays, required in order for Agent to arrange stevedores. Vess 
constantly keep Agent advised of ETA. 

Normal working hours: 0800 hrs. — 1700 hrs. Overtime: 170) # 
2100 hrs. Sundays and holidays subject to negotiation. Cemen; # 
are available. 

MEDICAL: No advance notice required unless urgent. 
TANKERS: No facilities. 

DENSITY: Average 1025, HW and LW. 

FRESH WATER: Not available. 

FUEL: Not available. | 
FIRE PRECAUTIONS: Ship’s watchmen to be on duty. 
CONSULS: None. ie 
REPAIRS: No facilities. 

DRY DOCKS: None. 

SURVEYORS: Cargo surveyors attend from Kushiro. No class 
societies available. 

GANGWAY/DECK WATCHMEN: Not specially required. 
HATCHES: Opening/closing by ship's crew. 

CUSTOMS ALLOWANCES: Crew may take 60 cigarettes ast 
CARGO GEAR: No shore facilities. 

REPATRIATION: Not possible. 

AIRPORT: Obihiro Airport about 80 minutes by taxi. 4 daily it 
Tokyo. 

TIME: GMT plus 9 hours. No alterations made to clocks during! 
HOLIDAYS: 14th to 16th August, 31st December to 6th Janua) 
POLICE/AMBULANCE/FIRE: Police H.Q. 01558-2-215 p 
Emergency 110. Hiroo General Hospital 01558-2-3111. Fit 
01558-2-2730, or Emergency 119. 

EMERGENCY CO-ORDINATION CENTRE: Hiroo MSA‘ 
contacted directly on VHF Channel 16. 

TELEPHONES: Not available. 

SERVICES: None. 

BANKS: None. 

SHORE LEAVE: Local Immigration Officer of Kushiro issues! 
passes valid for 15 days. 

SHIP SUPPLY SERVICE: Not available. 
IDENTIFICATION CARDS: Shore passes are issued 0 PI 
Immigration Officer of Kushiro. K 
REGULATIONS: Closed Port, normal regulations. Pr 
DELAYS: None. 

DEVELOPMENTS: None. 

AGENT: Sub-agents of Aall Barwil Agencies. Sy 

Mitsuwa Transportation Co.Ltd., 101-4, Nishikou 2-chome, He 
City, Hokkaido 084, Japan. Tel: (0154) 31-3030. Telex: = 
F Mtw J. Fax: (0154) 53-0030. Cables: Funemitsuwa Kushiro 
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TOo™DARIBSER ' Faesagea 


\MA-KOMATSUSHIMA: 34.00 N. 134.36 E. 
e st (See Plan) 


ister. 
ee Tonnage Certificate. 
pot Clearance. 


i tyew Lists including Passport Numbers. 


st. 
secaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
estwatch, radio, firearms/swords, etc. (only at first port of call in 


hg Noort will prepare Inward/Outward Declaration, 5 Cargo 

gst and Cargo Manifest in transit using specific forms. Therefore 
t should be provided with necessary information about details 
in advance. 

MAGE: Not compulsory. 3 authorised licensed Pilots available. 
GES: Situated at Western corner of Komatsushima Bay and 
ed by three breakwaters, North, East and South covering 

‘sq.m. Depths of water at anchorages as follows: 

» side Breakwater 8m.-—10m., 

- duside Breakwater 8 m. — 13 m., 

~Wnart 8.50 m. ‘ 

: IONS: Vessels must get permission and instructions where 

-epor from Port Captain before arrival. Wharf and Inner Harbour: 

‘q and sailing usually only during day-time regardless tide and 

‘# Outer Harbour: Entry and sailing anytime. 

«SIZE: Anchorage inside breakwater: Length 175 m., breadth no 

aft 8.50 m. 
hi outside breakwater: Length 200., breadth no limit, draft 


» 2S 


m 
oko Wharf: (Suitable 10,000 d.w.t.) Length 175 m. Draft 8.5 m. 
waiso Wharf. (Suitable 10,000 d.w.t.) Length 170 m. Draft 8.5 m. 
wwaiso Wharf. (Suitable 15,000 d.w.t.) Length 200 m. Draft 10 m. 
@iTH: Quarantine Officers will attend vessel only from daylight to 
weand Master to show all Vaccination Cards, Derat Exemption 
tate. In case vessel arrives from cholera-infected area within 
‘@s, Master must advise crew and passengers health condition to 
extive Quarantine Office through ship’s Agent prior to arrival and 
@2 soil pipes before entering port. 
~ ©: Recommended Master communicates with Agent through 
ty Radio or Nagasaki Radio which cover all ports in Japan. If 
gcally Westbound vessel, to contact Choshi, and Northbound to 
ext Nagasaki Radio respectively. 
: Wharf and Inner Harbour: Join vessel at Sea Anchorage, always 
sylug's line without charge. Outer Harbour: No tug required in normal 
mtons. 1 x 3,000 h.p. and 1 x 2,400 h.p. 
BTHING: No specific requirements. Pilot boarding time will be notified 
inp's Agent generally by telegram. 


#) Quays 
Name of Depth No. of 
Wea Facility of Water Length Berths 
(m.) (m.) 
Yale 
‘0 Shinko Wharf 9.0 150 1 
Kanaiso New Quay 11.0 200 1 
Kanaiso Quay 9.0 170 1 
Shinko West Quay 4.5 91 1 
Shinko South Quay 6.4 221 2 
Shinko North Quay 6.4 218 2 
Honko Ferry Jetty 6.5 260 1 
, Okinosu Quay 5.5 108 1 
Suehiro Quay 5.0 300 4 
, Tsuda Quay 5.5 270 3 
Tsuda Quay 10.0 185 1 
Fi Bandai Chuo Quay 5.0 207 3 
| Pate 
F Sanyo Kokusaku Pulp Jetty 6.5 50 
) Nankai Ferry Jetty 5.5 85 1 
Ocean Ferry Quay 75) 130 1 
Tokushima Hanshin Ferry 
Quay 6.4 112 1 
_, Tokushima Ferry Quay 4.0 88 1 
_| * Mooring Buoys, Dolphins: 
"arbour Name of Depth of No. of 
Area Facility Water Berths 
OT Ae (m.) 
Patsushima 
Mate Honko Buoy 9.0 1 
Tokuyama Cement Dolphin 6.4 1 
eee Cement Jetty 5.5 1 
jokyo Shiryo Jetty aa 1 
: TEEDORES: At least 24 hours’ prior notice excluding Sundays and 


“cays required in order for Agent to arrange stevedores. Vessel must 

keep her Agent advised of ETA. If stevedores cannot 
+ rence loading/unloading at time notified by the Agent, the orderers 
med, for waiting time. If cargo gears not rigged on berthing, 
Whe &s will do same for ship's crew at additional cost. Overtime 
“anges 1630 — 2130 hrs. 60% additional of basic stevedorage; 2130 
"Ss. next morning special additional; Sundays/holidays 100% 


AL: a ea notice required unless urgent. 


el WATER: Alongside berth: Can be supplied by shore line with 

. .p. 

a grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 

% m,!_ 29d Kanmon Port. At all other ports bunkers will be lightered 
Nearest bunker stock at maximum 7 days’ prior notice. 


JAPAN 


CONSULS: None. Nearest consulates in Osaka. 

REPAIRS: Only minor repairs up to 3,000 d.w.t. 

DRY DOCKS: No dry dock. Nearest at Hitachi Shipbuilding & 
Engineering Co. Ltd., Chikko Works, Osaka; Kawasaki Heavy Industries 
Ltd., Kobe and Mitsubishi Heavy-Industries Reorganised Ltd., Kobe 
Shipyard & Engine Works. 
GANGWAY/DECK WATCHMEN: Not 
passengers or valuable cargo on board. 
OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches. If any time lost by ship’s crew doing this work, 
stevedores charge ship for waiting. Recommend request stevedores for 
this work unless crew can complete it before berthing. 
CERTIFICATES: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear maintenance 


appears to be poor. 

CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 
but no spirits. 

AIRPORT: Nearest airport Tokushima (10 miles North) where Japan Air 
System, have 10 flights to Osaka, and 5 to Tokyo. 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 
POLICE/AMBULANCE/FIRE: Police Tel: 110; Ambulance 119; Fire 
119. 

TELEPHONES: No facilities for placing telephones on board. 
SERVICES: None. 

SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
only 7 days, but 7 days’ extension possible if ship stays longer. 
AUTHORITY: Komatsujima Port and Harbour Office, 37, Shinko, 
Komatsujima-cho, Komatsujima City, Tokushima Pref. Tel: (08853) 2- 
3422. 


AGENT: Sub-agents of Aall Barwil Agencies. 

Morizane Transportation Co. Ltd., 2-13, Sobiraki-cho, Niihama City, 
Ehime Pref. 792, Japan. Tel: (0897) 32-6119. Telex: 5844-711 Mrzn J. 
Fax: (0897) 32-3322. Cables: Morizane Niihama. 


specially required unless 


TOKUYAMA: 34.02 N. 131.48 E. (See Plan) 


LOCATION: Port situated in Yamaguchi Prefecture on Western part of 
mainland, facing Seto Inland Sea. Surrounded by Oshima Peninsula on 
the East, by Otsu-Shima and Uma-Shima (islands) on the S.W. and by 
the land on the North forms a large bay with deep water suitable for 
shelter. Sen-Shima and Kurokami-Shima (islands) lying in harbour, 
divide it into Tokuyama Section and Tonda Section. 

DOCUMENTS: When vessel arrives direct from a foreign port, Customs 
Officials will board to search and the following documents are to be 
submitted. 

Ship's Register. 

International Tonnage Certificate. 

Voyage Memo (Ports of Call). 

3 Crew Lists, including Passport numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship's agents will prepare Inward/Outward Declaration, Cargo 
Manifest and Cargo Manifest in Transit using specific forms. Therefore 
ship's agents should be provided with necessary information about 
details of cargoes in advance. 

Immigration. \mmigration Officials attend from Tokuyama. They board 
vessel on arrival to examine passports, Discharge Books and/or other 
equivalent travel documents, and provide 7 day landing passes for crew 
members and passengers. One copy each of Crew List and Passenger 
List are required by them. Providing ship’s Agent with a Crew List 
beforehand will be a great help in expediting Immigration business on 
vessel's arrival. When vessel stays in port more than 7 days, the landing 
passes will be extended every 7 days on application. In event that crew 
members, without entry visas, are to be landed for repatriation or 
transfer, Immigration will not permit their ane unless ante by 
either sea or air, ensuring the prompt departure from Japan (within 72 
hours) of these men has been booked, or unless vessels to which they 
are to be transferred, arrive in Japan within 5 days. Also see 
“Shipmaster's Report”. 

PILOTAGE: 

Inland Sea Pilot (Sekisaki/Tokuyama): Not compulsory. Agent gives 24 
hours’ notice to Pilot Association Moji, and advise if ETA changed. 
(Master to cable “Anjin Moji” in case ETA changed and believes that 
his advice, if relayed by Agent, will not reach in good time; for example, 
at night before date of arrival at Sekisaki). Location: 3 miles South of 
Sekisaki Lighthouse (Lat. 34° 00’ N., Long. 131° 54’ E.). Pilot boards on 
vessel's arrival at pilot station day and night. No alternative area in event 
of bad weather. No VHF. 

Harbour Pilot (Tokuyama Harbour or Tokuyama-wan): Not compulsory. 
Pilot boards in Tokuyama-wan at Quarantine Anchorage, or other 
anchorage to pilot to berth. Master who has not taken Pilot at Sekisaki 
should enter harbour without Pilot (no pilot station at entrance). Master 
to inquire position for anchoring from Agent prior arrival. agent will advise 
Master in consideration of vessel's size, draft or number of other vessels, 
especially supertankers in port. 
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ANCHORAGES: Quarantine Anchorage, 34° 01’ N., 131° 46’ E., depth 
water 36 ft. Deeper water of more than 60 ft. about 2 miles S.W. of 
Quarantine Anchorage where Quarantine board supertankers. If harbour 
congested by vessels, se supertankers, anchor Outer Harbour. 
In this case Quarantine go to Outer Harbour if advised by Master or 
Agent. In emergency or unable contact Agent, vessel can talk with 
Harbour Master by VHF, Channel 16, calling “Tokuyama Hoan”. 
No restriction for entry into and/or departure from the anchorages after 
nightfall. 

RESTRICTIONS: Strictly no entry or departure after sunset. 

MAX. SIZE: Largest recorded vessel to enter 275,000 d.w.t.,19.5 m. 
draft. 


Tankers: Max. Max. Max. 
d.w.t. LOA Safe Draft 

Berth (m.) (m.) 
Idemitsu Sea Berth 275,000 340 19.50 
Idemitsu Ohura No. 3 50,000 250 12.00 
Idemitsu Ohura No. 5 150,000 300 12.00 
Idemitsu Ohura No. 7 

(L.P.G. Terminal) 56,188 250 13.00 
Idemitsu Center 50,000 220 11.10 
Nippon Seiro Jetty 40,000 200 10.00 


HEALTH: Radio Agent for Free Pratique not more than 36 hours before 
arrival, advising full details of vessel and health conditions on board. 
When Free Pratique is granted by radio vessel will be required to submit 
the following documents to Quarantine Officer on arrival: 

Maritime Declaration of Health. 

Crew List. 

Passenger List. 

Derat Certificate (copy). 

Declaration Inward. 

Voyage Memo (Ports of Call). 

The following vessels will not be able to get Radio Pratique: 

A vessel that has been in contact with an infected area or a suspected 
infected area within 15 days of arrival. 

If a vessel has on board any case, or any suspected case of infectious 
disease, within 15 days of arrival. 

If a vessel does not possess a valid Derat or Derat Exemption 
Certificate. 
RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which cover all ports in Japan. 
If specifically Westbound vessel, to contact Choshi, and Northbound 
to contact Nagasaki Radio respectively. 
TUGS: Join inside harbour. For supertankers outer harbour if requested. 
Tugs’ lines used. 8 tugs available, up to 4,000 h.p. 
BERTHING: Also see “Tankers”. No specific requirements. Pilot 
boarding time will be notified by ship’s Agent mainly by radio. 

Wharf Length oar, papecky Cargo 
4 m 


(m.) ) (g/t) 

Tokuyama Soda Salt Pier 117 12.0 45,000x1 Salt/Cement Clinker 
Tokuyama Soda 

Cement Pier 145 11.0 38,000x1 Cement in bulk 
Nisshin Seiko Pier 66 6.0  1,200x1 Steel products 
Harumi Public Piers 1 and 2 260 7.5 5,000x2 General cargo 
Harumi Public Piers 3 and 4 370 10.0 15,000x2 General cargo 
Harumi Public Pier No. 7 240 12.0 = Containers 


STEVEDORES: At least 24 hours prior notice excluding Sundays and 
holidays required in order for Agent to arrange stevedores. Vessel must 
constantly keep her Agent advised of ETA. If stevedores cannot 
commence loading/unloading at time notified by the Agent, the orderers 
must pay for waiting time. If cargo gear not rigged on berthing, 
stevedores will do same for ship’s crew. Overtime surcharges 
1630-2130 hrs. (60% additional on basic stevedorage), 2130-0830 hrs. 
next morning (120% additional on basic stevedorage), Sundays/holidays 
(100% additional on basic stevedorage). 

Loading/Unloading Facilities: 

(a) Gangs: Maximum 40 gangs are available. 


Classification Regular Employees _—_‘ Temporary labourers 
Stevedores 200 230 
Longshoremen 110 80 


Stevedoring Companies: Tokuyama Kairiku Unso Kabushiki Kaisha; 
‘heal & Co. Ltd.; Toyo Koun Co. Ltd. and Nippon Express Co. 
td. 
(b) Lighters: No lighter is available, but coastal boat available for use 
as substitute for lighters. 8,000 d.w.t. arrangeable with notice of 2 weeks 
in advance. 
(c) Shore Cranes: 
Capacity Max. discharge 


Wharf grab rate 
(tons) (t.p.h.) 
Tokuyama Soda Salt Pier 10 500 
Harumi Public Pier No. 7 36 Containers 


(d) Floating crane: Capacity, 100 tons available from Kudamatsu. 

(e) Average performance of loading/unloading: Loading: Cement in 
bags, 55 — 65t.p.h./gang; Soda ash in bags, 40 — 50t.p.h./gang; 
Fertiliser in bags, 55 — 65 t.p.h./gang. Salt in bulk, 500 — 550 t.p.h./ship. 
Clinker in bulk, 180 — 200 t.p.h./ship. Chrome Ore in bulk, 65 — 75 t.p.h./ 


gang. 
Working Hours: 1 labour shift. Normal working hours: 0800 — 1700 hrs. 
Overtime is possible by applying to Customs. No work can be arranged 
for during New Year Holiday (1st to 3rd January) and Holiday (14th to 
16th August). 
MEDICAL: No advance notice required unless urgent. 

Hospitals: Asanoumi Hospital, Asami Hospital, Ishikai Hospital, Chuo 
Hospital, Ono Dental, Ishida Dental. 
DENSITY: 1025. 
FRESH WATER: Water barges available, 1 each of 450 tons, 350 tons 
and 160 tons. Hydrants at Harumi Public Pier and Idemitsu Central Pier. 
The rate of delivery: 50 t.p.h. from barge, 20 t.p.h. from hydrant. (Public 
hydrant 30 t.p.h.). 
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TANKERS: No slop facilities. 


Discharge 
Berth Product Shoreline Rate ty 1 
(t.p.h.) 
Idemitsu Sea Berth Crude Oil 36”"x1 10,000 16%2 
30"x1 Flexible, 
hose, * 
Idemitsu Ohura No. 3 Crude Oil 18"X1 5,000 12%x2 
i Chicksangs | 
Idemitsu Ohura No. 5 Crude Oil 24"x2 5,000 12"x2 } 
Fuel Oil 30"x1 4,000 Chicks, 
Naphtha 24”x1 3,000 { 
Idemitsu Ohura No. 7 LPG 12"x2 1,200 — Chicksan { 
12"x2 
Butane 8"x2 8"x2 Aa.) 
Naphtha 24"x1 3,000 
Idemitsu Centre Fuel Oil 18"«1 2,000 8"x2 Chicky 
Joint. 
Nippon Seiro Jetty Raw Oil 12”x1 700 8"x1 Fletty 
Fuel Oil 10"x1 500 8"x1 Fis Pl 
Idemitsu Sea Berth: Located in Tokuyama Bay at the Positions 8 
33° 59.5'N., Long. 131° 46.1'E., consisting of 7 ing 


275,000 d.w.t. tanker can be accommodated at this berth, be; » ‘ 

to buoys fore and aft. 4 powerful tug boats and 2 line boats are ey Te 

in berthing/unberthing. Depth of water 20 m. Also see “Report, _ 
Nippon Seiro Refinery: The mooring berth consists of 1 Olle 

2 mooring buoys, to which vessel is moored fore and aft, 

alongside pier, there are also dolphins fore and aft. 
Nippon Zeon Wharf (25 ft.) for LPG only. 

Operator’s Report: 1983. 

Idemitsu Kosan Tokuyama Sea Berth (Discharging terminal); 
Multiple buoy mooring system berth with 1 or 2 anchors. 
Berth operates 24 hours per day, 7 days a week. Ships mo: ® 

unmoored at daytime, weather or other circumstances permitting, a 

will not be closed due to any holidays. 


Zev os 


Location: Lat. 33° 59’ 12” N., Long. 131° 46’ 00" E. I 
Pilotage: Not compulsory. Ni 
Approaches: In order to make use of slack water berthing ope al 
should be commenced 2 hours before slack water. m 


Berth is to be approached on a course of 075° after passing) » 
lwa Island, anchorage position visible from ship's bridge jus 6 
passing Sukumo Island abeam to starboard. x 

After letting go anchor (port), turn anti-clockwise with tug's asst 
and let out 3 shackles and approach berthing position and taker 
anchor chain. : 

In Winter (from November-March) monsoons prevail, let go sit 4 
anchor when heading about 320° and port anchor is out to 5s 3 
then let out both chains, and move astern into berth. 

1st line out should be taken to either No. 1 or No. 2 mooring! & 
whichever is the nearest. a 
Berthing: 8 

(a) Vessel must not proceed to starboard of yellow buoy, te 
North of transit line No. 2 and 3 buoys area becomes shal 
depths 17 m. — 19 m. 

If port anchor let out too fast or too much, ship cannot @ ® 

manifold position, as anchor position designed for 8 - 98% @ 

on port anchor when ship made fast. 

(c) When Berthing Master comes on board, please advise" 
number of shackles on each anchor and length from» 
manifold. om 

(d) Wire mooring lines are better than hawsers especially in@ 
No. 1, 2, 3, 4, 5, 7 buoys where wire should be used (ea! 
2 wires) as these wires are used to adjust the manifold p= 


(b 


— 


(e) Mooring arrangement: T 
Port anchor 8 — 9 shackles 
Starboard anchor 2 — 3 shackles 0 


No. 1—7 buoys 2 lines to each t 
FUEL: Major oil companies are represented and all grades o!® 7 
oil can be delivered, usually by barge. Notice of 7 days require | 
CONSULS: None. R 
REPAIRS: Minor repairs only. 1 
DRY DOCKS: Kasado Dockyard in Kudamatsu-wan, entrance! , 
East of Tokuyama-wan entrance. Largest dry dock for 90,0008 , 
and two other dry get eg docks. 
GANGWAY/DECK WATCHMEN: Not 
passengers or valuable cargo on board. 4 
OPENING/CLOSING HATCHES: Stevedores carry out open § 
closing hatches. If any time lost by ship’s crew doing ths! 
stevedores charge ship for waiting. Recommend request steve 5 
this work unless crew can complete it before berthing. k 
CERTIFICATES: Ship's Register to show Customs Inspect! 9 
registered gross and nett tonnages. Valid Cargo Gear 
sometimes required by stevedores when cargo gear mail & 
appears to be poor. 
CUSTOMS ALLOWANCES: Only allowed 60 cigarettes to take® 
but no spirits. ( 
AIRPORT: Hiroshima (about 40 minutes by Shinkansen), Ud?! 
40 minutes by Shinkansen and taxi). 

TIME: GMT plus 9 hours. No alterations made to clocks dunng! | 
POLICE/AMBULANCE/FIRE: Police, tel. 110; Ambulance # 
tel. 119. 
TELEPHONES: No facilities for placing on board. 
SERVICES: From Moji, Kobe or Osaka. 
SHORE LEAVE: See “Documents - Immigration”. 
AUTHORITY: Shunan Port Administration Office, 111, Ch 
Tokuyama City, Yamaguchi Pref. Te/: (0834) 21-1787. 
AGENT: Sub-agents of Aall Barwil Agencies. t 
Green Shipping Ltd., Moji, c/o Tokuyama Kairiku Unso KRy 
18, Chikko-cho, Tokuyama City, Yamaguchi Pref. 78? 
Tel: (0834) 31-3610. Telex: 6765-10 Kairiku J. Fax: (0834) ” 
Cables: “Kairiku Tokuyama”. 3 


specially required # | 


y 
y 
t 


ont: 95.43 N. 139.46 E. (See Plan) 


sce ward Outward Declaration — (Form C.2000 prepared by 
; 


rad Application (normally prepared by Agent). 
ony Te heet (Form C.2030 prepared by Agent). 
, ig ship's Stores (Form C.2040). 


ist. 
” , Manifest (Form C.2070). 
Manifest (Form C.2060). 
t by Master (Form C.2020). 
tion for Payment Tonnage Dues (prepared by Agent). 
me Declaration of Health. 

tion for Shore Passes (prepared by Agent). 
veggage Lists (Form 5370). 
TAGE: 12 hours advance notice of ETA required. Pilot boats 

Musashi, Tsukuba and Atago. No light or sound signals, use 

gsradio in case necessity arises. Address: Tokyo Pilot Association, 
J soxaigan, Minato-ku, Tokyo 108 (at the Southern tip of the Shibaura 

), Tel: 03-3453-1691. : 
4 sg boards vessel outside harbour. Vessel awaits Pilot around 

sgantine Anchorage”. 

®) “sels requiring a Pilot for the Uraga Channel should radio request 
] sgn Yokosuka advising ship's details and arriving time at No. 1 Uraga 
syne! Light Buoy. It is compulsory for vessels of 10,000 g.r.t. or more 
egthrough the Uraga Channel, the entrance to Tokyo Bay, to have 
wi on board. Uraga Channel Pilot embarks 5 miles S.S.E. of 

| Lighthouse, and will disembark on arrival at destination port 
ss Applications for Uraga Channel Pilot should reach pilot office 
yews before vessels arrival at No. 1 Uraga Channel Light Buoy. 
wsels of 10,000 gross tons or more should give “Notification of 
*' to ensure safety of their navigation in or near Uraga Suido and 
gense traffic routes (normally by Agent). 


m | VANCE APPLICATIONS: Passenger ships and large vessels using 
emg facilities must submit applications for use of facilities to port 
i; | wagers (the Port and Harbour Bureau of Tokyo Metropolitan 
genment) through shipping firms or Agents 3 days before entry into 
es that they may have berths designated. 
; jen they want to use anchorage facilities, they must submit 
» gations for use of anchorage areas to Tokyo-Yokohama Port 
_ wo (the Port and Harbour Section of the Tokyo Maritime Safety 
iy) to have anchorage sites designated. Small vessels of less than 
fiyoss tons do not need to submit anchorage application. 
ten ships of over 500 gross tons want to enter port at night (from 
sito sunrise), must submit applications in advance to Port Director 
meceive permission. Copy of written permission given to captain of 
fownen ship has entered port. 
=| ‘ship carrying explosives or any other dangerous cargo must submit 
#| apes of application in advance for permission to use port to Port 
‘wor. Such ships required to stay outside port in No. 3 Area. However, 
1] hy be allowed to enter port when Port Director considers it 
e. 


WHORAGES: See “Advance Applications”. 

Quarantine Anchorage on starboard hand of No. 1 Fairway. 

Sector “A” is a triangular sea area formed by line passing through 
mi180° and 400 m. from Light Buoy No. 16 and point 105° and 240 m. 
H same light buoy. Accommodates one 1,000 ton class ship or 2 ships 
H} 1500 ton class or smaller. 

| Sector “C” (263,330 sq.m.) is a space between Harumi Wharf and 
yosu Wharf. Accommodates five 2,000 ton class vessels. 

xlor "D” (141,350 sq.m.) sea area enclosed by line drawn from 
217° and 400 m. from Northwestern tip of Tsukishima Fishery Base 
mah No. 8 Mooring Buoy. No. 15 Buoy and Southern tip of 
Mishima Fishery Base. Accommodates 5 vessels smaller than 
tons, but 2 if vessels larger than 700 tons. 


STRICTIONS: Tokyo West Passage (No. 1 Passage) is long and 
=| ™ (4,200 m. x 300 m.) and carries considerable traffic. Vessels 
s| 500 tons not permitted use Fairway when vessel over 5,000 tons 
“tansit. Depth 12 m. 
;, Miiner vessels to/from Ohi, Aomi and Shinagawa Container 
es may enter and depart at any time. Entry at night-time is subject 
| 8 must conform to the standard for night entry permission as set 
| ty the Tokyo Maritime Safety Office. 
other vessels, in principle, entry/departure time is restricted from 
opts sunrise. Entering vessels shall start from outside the port not 
. han 30 minutes before sunset (the time the vessel takes to moor 
th before sunset). 
te 3rd Regional Maritime Safety Headquarters requests vessels to 
. he following safety measures: 
Taking pilots on board: Foreign flag vessels and non-experienced 
» fPanese vessels should take pilots. 
/Festriction on overtaking: Vessels of 10,000 gross tons or more 
4d other particular vessels in the traffic route should not overtake 
» aY88sel of 500 gross tons or more. 
'"sstriction on speed: Vessels should not navigate at a high speed 
within the Bay. 
= ,sliction on entry into traffic route in poor visibility. 
* i ction on use of auto-pilot. 
“aintenance of communication with the Tokyo Wan Traffic 
nt Sory Service Center: VHF Call: Tokyo Martis, VHF Channel 16 
56.8 MHz. Working frequency: VHF Channel 14 or 156.7 MHz. 
4d Channel 22 or 161.7 MHz. 


be, SRE: Draft: Passenger ships: 9.54 m. for Harumi. General cargo 


‘ty 83m. for Harumi and 9.09 m. for Shinagawa and Aomi, and 
Tent: for Ohi. 


for Tokyo Gas Wharf (Toyosu), 
bulkers for Toyosu 36,000 tons. 


max. deadweight 


Song tons, 


JAPAN 


Timber carriers for Timber Wharf (Land-lot No.15), max. size is limited 
by length overall 170 m. and draft 11.0 m. with high water. 

Tide: These drafts are applied for low water. The difference between 
high and low water level is about 2.0 m. 

The tidal height will be considered to decide maximum draft to be 
accepted, subject to Agreement with Marine Safety Office. 


HEALTH: Radio Agent for Free Pratique not less than 12 hours and not 
more than 36 hours before arrival, advising full details of vessel and 
health condition on board. When Free Pratique is granted by radio vessel 
will be required to submit the following documents to Quarantine Officer 
on arrival: 

Maritime Declaration of Health. 

Crew List. 

Passenger List. 

The following vessels will not be able to get Radio Pratique: 

A vessel that has been in contact with an infected area or a suspected 
infected area within 15 days of arrival. 

If a vessel has on board any case, or suspected case, of infectious 
disease within 15 days of arrival. 

If a vessel does not possess a valid Derat or Derat Exemption 
Certificate. 

Medical inspection of plants: When a report is received in advance 
from a ship by telegraph or other means of communication, Tokyo Office 
of the Yokohama Plant Disease Prevention Station must be notified by 
telephone or verbally in request for an on-the-spot inspection of plant in 
question. 

Medical inspection of animals: When a report is received from a ship 
in advance by telegraph or other means of communication, the Tokyo 
Branch or the Haneda Branch of Animal Disease Prevention Station 
must be notified by telephone or verbally in request for an on-the-spot 
inspection of the animals. 


RADIO: Vessels entering into Tokyo Bay are watched at all times at 
Torigasaki, the entrance gate to Tokyo Bay, and record of passing the 
point is taken. As each ship passes point, this is immediately 
communicated by VHF radio telephone to head office of Tokyo Signal 
Communications Company. From here news communicated on normal 
telephone or on exclusive direct call telephone to interested parties (Also 
see “VHF”). 

Vessels over 200 m. in length or 25,000 gross tons or more carrying 
liquified gas and 10,000 gross tons or more are requested to send 
following notifications directly to the Chief of Tokyo Wan Traffic Advisory 
Service Center. 

(1) Notification of traffic routes. 

(2) Report of position. 

(3) Notification of change. 

(4) Maintenance of communications with the Center. Notification 
should be given to the Chief of the Center by noon of the day 
before the estimated date of entering a traffic route of Tokyo Bay. 

Notification should be made by one of the following methods: 

(a) Radio communication: Call sign and call name “JGC Yokohama 
Hoan", calling frequency 500 kHz., 2,182 kHz, Channel 16 and 
working frequency 444 kHz., 2,150 kHz., and Channel 12. 

(b) Telegram: Notification can be sent by a telegram directly to the 
Center. The address is “TWTASC”. 

(c) Telephone: Center accepts calls directly, Tel: 0468-43-8622/4. 

(d) Telex: Telex should be sent to the Center in the form of radio 
communcations. Telex: 3852-463 TWTASC. 

(e) Method of Notification of change: Notification of change should be 
made by VHF radio telephone, calling frequency Channel 16, 
working frequency Channel 12, and in the case of telephone, 
Tel: 0468-43-8622/4. 

Recommended Master communicates with Agents through Choshi 
Radio or Nagasaki Radio which covers all ports in Japan. If specifically 
Westbound vessel, to contact Choshi, and Northbound to contact 
Nagasaki Radio respectively. 


VHF: 
A. Transmitting antenna: Located 39° 26' N. 139° 39’ E. 
B. Type: Single communication — Yagi type. 
Plural communication — Corner reflector 
type. 
C. Direction: Southern part of entrance to Tokyo Bay 
and Port of Tokyo. 
D. Frequency class: FSE. 
E. Frequency: Simplex communication — 
156.55 MHz, Channel 11 
156.6 MHz, Channel 12 
156.65 MHz, Channel 13 
156.7 MHz, Channel 14 
156.8 MHz, Channel 16 
(for calling, answering and safety) 
Duplex communications — 
161.5 MHz, Channel 18 
161.6 MHz, Channel 20 
161.7 MHz, Channel 22 
F. Antenna power: 50 W. 
G. Call sign: Tokyo Port Radio. 
H. Range: Approx. 100 km. (straight range) 


S.E. side — About 20 nautical miles South 

of Nojimazaki. 

S.W. side — About 5 nautical miles North 

of Oshima Island. 

North side — Tokyo Port and Chiba Port. 
|. Operating time: All hours. 
Ship Telephone: Uses VHF and is a service between navigating or 
anchored ships and subscriber telephones on land, and between ships 
connected via base station on land. Communicating sphere 
approximately 50 km. to 100 km. from base station. Base stations 
located so as to allow communication with any ship sailing along 
Japanese coasts. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, & 


CARGO HANDLING FACILITIES: 


Wharf/Terminal Equipment Capacity Cargo Handled Remarks . 
tons 
Oh-i Terminal 18 container gantries 30.5-40.6 Containers Straddle carriers and trang 7 
- -- ae eyelet, | 
Shinagawa Container Terminal 1 container gantry F ; Ro-Ro facilities, Str, 
ss 2 container gantries 49.0 } Containers available. — s 
Shinagawa (Foreign Trade) 2 unloaders 250 t.p.h Machinery, sugar, fruit. 3 transit sheds (18,118 { 
1 belt conveyor 600 t.p.h Open storage 14,451 9. | 
Shibaura (Foreign Trade) Paper, cement, fertiliser, 2 transit sheds (4,665, | 
feed grain Open storage 2,104 sgn 4 
Hinode Terminal Salt, paper, soda ash. 9 transit sheds (19,583 
Open storage 6,806 sqm 
Tsukishima Terminal Marine products 
Harumi Terminal 4 portal jib cranes 5 Sugar, wheat, fruit, Passenger ship terminaj s 
marine products. Berth “HL” 
Toyosu Energy Terminal Gas, steel, coal, general 
cargo. 
Ariake Terminal Gravel, sand, lumber, Open storage 92,163 sqm 
construction materials. 
Odaiba Terminal 2 gantry cranes at 10 General cargo, steel, 9 warehouses (64,766 sq» 
Berth 2 timber, fruit. 
Terminal 15 Timber. Storage capacity 400,000» 
Open storage yard 257,004» 
Aomi Container Terminal 2 gantry cranes 30.5 Containers 2 straddle carriers 


TUGS: Tokyo Tug Center, Shibaura Uwaya, 26-101, Kaigan 3-chome, 
Minato-ku, Tokyo. Tel: (3) 3451-1761. Upon notification, tugs will be 
waiting in neighbourhood of the scheduled berth. 

Tugs available: 4x2,600h.p., 4x3,000h.p., 4x3,200h.p., 
13,500 h.p. 8 tugs are equipped with fire fighting facilities. Tug’s lines 


used. 
BRIDGES: Tokyo Harbour Bridge, connecting Shibaura Wharf and 
Ariake Terminal, completed in 1993. Maximum clearance to waterline 
is 52.4 m. 
STEVEDORES: Advance advices should be made 24 hours at latest 
before vessel's arrival order arrange necessary gangs. 

Discharge rates (approx.): 

(a) \ron, steel and scrap, using crane or magnet, about 1,000 tons/ 


ay. 

(b) Coal, crane and bucket, 1,500/2,000 tons/day. 

(c) Ores, grabs and bulldozers, 1,000 tons/day. 

(d) Timber, 1,000 tons/day. 

(e) Grain, crane with bucket or suction, 1,000 tons/day. 
BERTHING: Any vessel entering port required to: 

(1) Submit 1 each of “Declarations Inward/Outward of Vessels” to 
TMG and TMSA. See “Documents”. 

(2) Submit “Application for Berth” to TMG. See “Documents”. 

(3) Submit “Application for Designation of Anchoring Site” to TMSA 
(Form No. 13) regarding anchoring area. 

Berthing will be in order of arrival, passenger and special cargo 
vessels excepted. 


Name of Max. No. of 
Berth Length Depth d.w.t. Berths 

; (m.) —— (m.) 
Shinagawa (Foreign) 586 10.0 15,000 3 
Shinagawa (Domestic) 520 3.0-8.0 6,000 3 
Shinagawa 

Container Terminal 574 10.0 15,000 3 
Shibaura 740 7.4 5,000 5 
Shibaura 90 =A) 1 
Hinode 564 6.7 3,000 6 
Takeshiba 465 7.5 5,000 3 
Tsukishima 266 The) 5,000 2 
Harumi 1,444 9-10.0 20,000 As 
Toyosu 800 7-10.0 15,000 4 
Ariake Terminal 1,500 2.5 5,000 11 
Oh-i Marine Products Wharf 450 12.0 30,000 2 
Oh-i Foodstuff Terminal 229 12.0 30,000 1 
No. 15 Lumber Wharf 720 10.0-12.0 25,000 3 
Oh-i Container Terminal 2,300 12.0-13.0 40,000 8 
Odaiba Terminal 1,800 10.0 15,000 9 
Aomi Container Terminal 

(Berth C-1) 300 12.0 35,000 1 


There are many private and domestic wharves and other smaller 
public wharves in use and under construction. 
TANKERS: No slop discharge facilities (See “Services”). One tanker 
berth only. Products handled, Naphtha and crude oil. Shorelines, one 
12 in. for each product. Discharge rates 1,000 t.p.h. (Naphtha) 900 — 
1,000 t.p.h. (Crude). 
FRESH WATER: Water supply from hydrant by Tokyo Metropolis, and 
waterboat by private management. 
(a) Water supply on 
wharves 
Application Bureau of Port and Harbour Offices in 
charge of each wharf. 
Work of water supply Tokyo Port Service Association. 
(b) Water supply by 
water boat 


Extra charge Overtime from 0600 to 0800 50% 
from 1700 to 2200 50% 

from 2200 to 0600 100% 

Special district 50% 

Festival day 50% 


In the case of less than 20 tons per time, it will be considered 20 tons 
supply. 

(c) Price (basic rate) Yen 650 per ton ex-wharf. 

Yen 900 per ton ex-water barge. 


FUEL: All grades available. 24 hours’ notice required. 
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MEDICAL: Hospitals, clinics and all specified facilities. Advancs; & 
not necessary. 
FIRE PRECAUTIONS: (Tankers). 

1. Must enter port at dead slow speed preceded by patrol) 
TMSA, 1 tug boat each side of vessel and followed by fire patry, 
2. Engine to be kept ready for immediate use in case of e 

3. Tow lines to be placed over bow and stern with eyes close, 
surface. 

Note: No vessels allowed alongside a tanker during loas 
discharging of inflammable liquids. 

DEPARTURE PROCEDURE: Ship over 300 tons departing muy 
signal in daytime and 2 white lamps at night and make 2 pr 
blasts of whistles or siren 30 minutes before starts to move ay 
act according to signals given by signal station on Shibaura! 
Departure notice must be submitted to Maritime Safety Agency a 
managers (operations Section of Port and Harbour Bureau). & 
ships must submit required documents in addition to above na 
Tokyo Custom House, Immigration Control Office. 
CONSULS: Most countries have embassies and consuls in Tow 
REPAIRS: Ship Repairer: \shikawajima-Harima-Juko Co. Ltd. 
3244-5111. Telex: J22232 (Ichico), has 2 dry docks for vess 
16,750 rs and 7,000 g.r.t. 

DRY DOCKS: Largest dry dock: length 180 m.; width 24m) 
7.27 m. Capable of accommodating vessel of 16,750 gross tons 

Also 1 other dry dock for ocean-going vessels of 7,000 tons. 
SURVEYORS: 

American Bureau of Shipping, Kiyoken Building, 12-6 Takashine 4 
2-chome, Nishi-ku, Yokohama 220. Tel: 045-441-1000. 

Lloyd’s Register of Shipping, No. 32 Mori Bidg., 4-30 Shiba 
Minato-ku, Tokyo 105. Tel: 03-3438-0481. 

Nippon Kaiji Kyokai, 28-2, Hamamatsu-cho, 1-chome, Mné 
Tokyo 105. Tel: 03-3434-2341. T 
GANGWAY/DECK WATCHMEN: Necessary only in the c@ § 
valuable ve C 
OPENING/CLOSING HATCHES: Normally by crew. a 
CUSTOMS ALLOWANCES: (Tobacco) 200 cigarettes a week! § 
and/or spirits) 760 cc's per crew member per week. n 
AIRPORT: Distance to new Tokyo International Airport (Narita? 5 
approx. 60 km. Q 
HOLIDAYS: National Holidays: New Year's Day (Jan. 1st); Aw | 
(Jan. 15th); Foundation Day (Feb. 11th); Vernal Equinox Day ® , 
March 21st); Green Day (April 29th); Constitution Commemorat 
(May 3rd); Children’s Day (May 5th); Respect-for-Age Day (Sept 
Autumnal Equinox Day (around Sept. 23rd); Physical Educate 
(Oct. 10th); Culture Day (Nov. 3rd); Labour Thanksgiving Day’ 
23rd) and Emperor's Birthday (December 23rd). 

No cargo work on 1st or 3rd Sundays of each month, and /! | 
from 31st December to 3rd January inclusive. Cargo work @ 
arranged on all other days including National Holidays. 
POLICE/AMBULANCE/FIRE: Tokyo Water Police, 5-8-36, © 
Minato-ku, Tokyo. Tel. (433) 2411. Call Fire Stations for ambué 
Tokyo Water Fire Station, 5-1-23, Kachidoki, Chuo-ku, Tokyo. Té 


0119. 
TELEPHONES: (Also see “VHF"). 
Installed on ships moored at piers or jetties to allow tee : 
communications between ships and subscriber telephones on | 
between ships. *- 
BANKS: Sumitomo Trust & Banking Co., Ltd. Tel: 03-3278-313!." ‘ 
J28631, 02226049. F 
Yasuda Trust & Banking Co. Ltd. Tel: 03-3278-8111. Telex: J22 * 
Ysdtbt. 
Dai-ichi Kangyo Bank, Ltd. Tel: 03-3596-1111. Telex: J22379,© 
The Kyowa Bank Ltd. Tel: 03-3287-2111. Telex: J24275. ; 
Mitsui Bank, Ltd. Tel: 03-3501-1111. Telex: J22378, 522559, 2 
Sanwa Bank Ltd. Tel: 03-3216-3111. Telex: J22384. 
Mitsubishi Trust & Banking Corp. Tel. 03-3212-1211. Telex & 
The Nippon Trust & Banking Co. Ltd. Tel: 03-3272-126! 
J24197. 
Toyo Trust & Banking Co. Ltd. Tel: 03-3271-7881. Telex # 
Tytbki. 
industrial Bank of Japan, Ltd. Tel: 03-3214-1111. Telex: 2% 
Long-Term Credit Bank of Japan, Ltd. Tel: 03-3211-511! 
J24308. 
Nippon Credit Bank, Ltd. Tel: 03-3263-1111. Telex: J2692! 


offices of Foreign Banks: 
Pal 


of Aner’ Company (Tokyo Branch). Tel: 03-3595-1131. 
sgt of America National Trust and Savings Association. Tel: 03- 
oe Express International Banking Corporation. Tel: 03-3504- 
® cargo Bank, N.A. Tel: 03-3214-1771. 
5 a National Bank. Tel: 03-3211-7241. 
> Bank. Tel: 03-3214-1351/9. 
7 tal Illinois National Bank and Trust Company of Chicago. 
16-1661. 
‘atte Peet National Bank. Tel: 03-3212-6481. 
seurity Pacific National Bank. Tel: 03-3214-2721. 
ee Manhattan Bank: Tel: 03-3214-3361. 
snier National Bank: Tel: 03-3214-5781. 
Bank of Detroit. Tel: 03-3214-7301. 

sxers Trust Company. Tel: 03-3214-7171. 
% First National Bank of Chicago. Tel: 03-3245-1021. 
spank, N.A. Tel: 03-3279-5411. 
*e First National Bank of Boston. Tel: 03-3211-2611. 
yeulacturers’ Hanover Trust Company. Tel: 03-3242-6511. 
|| re Midland Bank, N.A. Tel: 03-3216-0531. 
ylon Bank, N.A. Tel: 03-3216-5861/4. 

n Guaranty Trust Company of New York. Tel: 03-3214-2761/8. 
se Interstate Bank of California. Tel: 03-3211-0751/9. 


chartered Bank. Tel: 03-3213-6541. 

godiays Bank, P.L.C. Tel: 03-3271-1151. 

tonal Westminster Bank, Ltd. 

iyclays Bank International, Ltd. Tel: 03-3214-3611. 

me Hongkong and Shanghai Banking Corporation. Tel: 03-3211- 


Ba Bank, Ltd. Tel: 03-3284-1861. 
wyds Bank International Limited. Tel: 03-3214-6771. 
3!} tnca Commerciale Italiana. Tel: 03-3242-3521. 
ene Bank Nederland, N.V. Tel: 03-321 1-1760/9. 
©) wsterdam Rotterdam Bank. Tel: 03-3284-0701/2. 
: tedit Suisse. Tel: 03-3215-1681. 
swiss Bank Corporation. Tel: 03-3214-1731. 
pion Bank of Switzerland. Tel: 03-3214-7471. 
* \estdeutsche Landsbank Girozentrale.Tel: 03-3216-0581. 
» mmerzbank, A.G. Tel: 03-3502-4371. 
*  inque de Paris et des Pays-Bas S.A. Tel: 03-3214-5881. 
ielete Generale de Banque. Tel: 03-3287-0481. 
jutsche Bank, A.G. Tel: 03-3214-1971/6. 
| desdner Bank, A.G. Tel: 03-3214-5961. 
') yerische Vereinsbank Aktengeselischaft. Tel: 03-3284-1341. 
dedit Lyonnais. Tel: 03-3214-4561. 
*| Seiete Generale. Tel: 03-3503-9781. 
danque Nationale de Paris. Tel: 03-3214-2881. 
Sanque de L'Indochine et de Suez. Tel: 03-3582-0271. 
inion de Banques Arabes et Francaises-U.B.A.F. Tel: 03-3241-5945. 


a 
.| Bank of India. Tel: 03-3212-091 1/3. 
“| Sate Bank of India. 
dank Negara Indonesia. Tel: 03-3214-5621/5. 
“} O\ersea-Chinese Banking Corp., Ltd. Tel: 03-3214-2841. 
‘ME: GMT plus 9 hours. Permanent. 
"| ERVICES: Two tank cleaning companies available with barges of 
onl 100 tons for disposal of residues. All other usual services 


| HORE LEAVE: Crew members allowed ashore upon Ship Master's 
‘est to Tokyo Immigration Office if have valid Passports or Seaman's 
“thet Ledgers. In case a crew member has a criminal record or has 
*i expelled from Japan, he will not be allowed ashore. 
UNTIFICATION CARDS: Not required. 


f 

,| 4BAGE DISPOSAL: Contact Tokyo Harbor Marine Maintenance 
-| oration, 11-11, Ueno-Sakuragi, I-chome, Taito-ku, Tokyo 110. 
" £3821-4404. 

) 


'STE OIL DISPOSAL: Contact Tokyo Port Terminal Corporation, 
‘Harumi, 3-chome, Chuo-ku, Tokyo 104. Tel: 3531-0280. 
i) “Yes for recovery of waste oils: 
| “Waste oil: Up to 100 Itr. Yen 550. More than 100 Itr. Yen 5.50/Itr. 
‘Bige oil: Up to 100 Itr. Yen 550. More than 100 Itr. Yen 5.50/Itr. 
| " cagek fa: Up to 1,000 Itr. Yen 2,750. More than 1,000 Itr. Yen 275 
r. 
| * Sudge: Up to 10 kg. or 10 Itr. Yen 330. More than 10 Itr. or 10 kg. 
, 8733 per 1 Itr. or 1 kg. 
* Waste cloth: Up to 10 kg. Yen 330. More than 10 Itr. or 10 kg. Yen 33 
a) bert itr. or 1 kg. 
N’S CLUBS: Lodging, dining and gathering: 
. a Mariners’ House (110 rooms for 284 guests). Tel: 03-3531- 


’ iaggematsucho Mariners’ House (43 rooms for 87 guests). Tel: 03- 


; Jo Port and Harbor Workers’ Center (7 rooms for 56 guests). 
7J33452-6391. 
s| »,%V9 Port Aomi Service Center. Tel: 03-3520-0671. 
$ grounds: 
1 Ohi ® Tennis Forest Park (48 courts). Tel: 03-3529-3302. 
' Track, Terminal Central Seaside Park (14 courts). Tel: 03-3790-2378. 
on field Stadium: 
| Terminal Central Seaside Park. Tel: 03-3790-2378. 
REGULATIONS: Maintenance of order in Port of Tokyo is under 
fap ponsibility of TMSA in accordance Port Regulation Law. In case 
urrence of disaster, TMSA and the Tokyo Water Fire Station 
ea charge of refuge, rescue and fire fighting. 
: Congestion in the port. Bad weather. 


JAPAN 


DEVELOPMENTS: 48 public wharves, 2 car ferry berths, 5 passenger 
boat berths, 7 timber berths, 12 berths for dangerous cargo and 
20 specialised berths to be constructed. 

Aomi Container Terminal: Berth No. 1 in operation. Berth No. 2 (length 
350 m., depth 14.0m.) with 2cranes will be operational in 1994. 
Construction of Berth No. 3 (350 m. x 14.0 m.) commenced in 1991. 

Orange juice terminal to be constructed. 

AUTHORITY: Bureau of Port and Harbor of the Tokyo Metropolitan 
Government, 8-1 Nishishinjuku, 2-chome, Shinjuku-Ku, Tokyo 163-01, 
Japan. Tel: 03-5320-5547. FAX: 03-5833-1576. Contact: Toshibumi 
Kobayashi, Foreign Trade Development. 


AGENT: Aall Barwil Agencies, Shuwa No. 2, Shibakoen 3-chome 
Building, 6th Floor, 22-1 Toranomon 3-chome Minato-ku, Tokyo 105, 
Japan. Tel: (03) 5470-2901. Telex: J22255/222-3266. Fax: (03) 5470- 
2915. Cables: Aallbarwil Tokyo. 


TOMAKOMAI: 42.35 N. 141.35 E. (See Plan) 


PILOTAGE: Basically not compulsory, but customarily compulsory in 
case of controlled ship's movements with special harbour signal by the 
Harbour Master for large sized vessels over 200 m. length, dangerous 
cargo vessels over 10,000 g.r.t. and the vessels over 170 m. length 
turning about at narrow places. Pilots board at the point of 500 m. off 
the breakwater. 

RESTRICTIONS: Berthing and unberthing possible day and night, but 
pilots available 0500 hrs. — 2200 hrs. 

MAX. SIZE: See “Berthing”. 

HEALTH: Radio Pratique available. Vessels usually anchor at 
Tomakomai, where the Authorities board and grant Free Pratique. 
RADIO: Suitable radio stations to communicate with port agents are 
Sapporo Radio and/or Choshi Radio. 

VHF: Harbour Master's “Tomakomai Hoan” is usable via “Otaru Hoan” 
only in case of emergency or official use. Port agents can contact Master 
using Channel 16 of tugs. 

TUGS: 8 tugs x 2,200 h.p. — 4,000 h.p. 

CRANES/EQUIPMENT: 


Type of Crane/ Max. No 
Name of Wharf Equipment Capecky. 
t.p.h. 

South Wharf No. 1-2 Gantry Crane 30 t. 1 
Yufutsu Wharf No. 4-6 Gantry Crane 40t. 1 
East Wharf No. 2-3 Loader (Coal) 520 1 
Tomakomai Nikkei Central Unloader (Bauxite/coal) 650 2 
Tomakomai Nikkei East Loader (Alumina) 400 1 
Central South Wharf No.1 Sucker unloader (Grains) 300 2 
Tomakomai Chemical East Unloader (ore) 200 1 
Tomakomai Chemical West Loader (Ore) 400 1 
Hokuden Yohtan Pier Unloader (Coal 600 2 
Tomato Wharf No. 2 Unloader (Coal 1,200 2 


BERTHING: Public Facilities: 


No. of Berthing Principal goods 
Berths Length Depth Capacity 


Name of Berth handled 
(m.)  (m.) — (d.w.t.) 

Wharves: (Western District) 

East Wharf No. 1-3 3 495 9.0 10,000 foal Sergi 520 
t.p.h. 

East Wharf No. 4-6 3 425 9.0 10,000 Cement, iron, 
steel products 

West Wharf No. 1-4 4 660 9.0 10,000 Paper, pulp, 
steel products, G.C. 

North Wharf No. 1-2 2 260 7.5 5,000 Motor vehicles 

North Wharf No. 3-4 2 180 5.5 2,000 Iron and steel 

roducts 

South Wharf No. 1-2 2 370 10.0 15,000 Paper pulp, iron, 
ote 

South Wharf No. 3 1 195 11.0 20,000 pss chips and 

ulp 

Ferry Wharf No. 1-3 3 669 8.5 13,000 Passenger ferry 
service only 

Harumi Wharf No. 1 1 240 12.0 30,000 Logs, lumber, 
machinery 

Central North Wharf 

No. 1 1 185 10.0 15,000 Logs 
Central North Wharf Wood materials, 

No. 2-4 3 350 75 5,000 iron, steel products 
Central North No. 1 - 

East 1 240 12.0 30,000 Logs, lumber 
Logs Dolphin No. 1 1 - 10.0 15,000 Lauwan logs 
Yufutsu Wharf No. 1 1 280 12.0 30,000 oars; paper 

pulp 
Yufutsu Wharf No. 2 1 185 10.0 15,000 Container, vehicles 
Yufutsu Wharf No. 3 1 130 75 5,000 Container, vehicles 
Yufutsu Wharf No. 4 1 130 75 5,000 Containers 
Yufutsu Wharf No. 5 1 240 12.0 30,000 Containers 
Yufutsu Wharf No. 6 1 165 9.0 10,000 Containers 
Central South Wharf 

No. 1 1 240 12.0 30,000 Grain 
Central South Wharf Limestone, grain, 

No. 2 1 185 10.0 15,000 fertiliser 
Central South Wharf 

West 1 165 9.0 10,000 Cement, fertiliser 
Wharves: (Eastern District) 

Central Wharf Machinery, plant 

No. 1-2 2 370 10.0 15,000 materials 
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Private Facilities: 


No. of Berthing Principal goods 
Berths Length Depth Capacity handled 
(m.)  (m.) — (d.w.t.) 


Name of Berth 


Wharves: (Western District) 


Dai Nippon Ink Chemical Industrial 
Whart 1 185 7.5 5,000 products 
Nikkei Tomakomai Aluminium ingot, 
East Wharf 1 211 12.0 15,000 coke, logs 
Nikkei Tomakomai Bauxite, coal in 
Central 1 200 14.0 65,000 bulk 
Kyodo Hatsuden Machinery, heavy 
Wharf 1 52 10.0 5,000 oil 
Soda Group Wharf 2 490 11.0 15,000 Salt, logs, oil, 
chemical products 
Tomakomai Sulphuric acid and 
Chemical Wharf 2 330 10.0 15,000 ore 
Hinode Denka Wharf 2 500 10.0 15,000 Cement, fertiliser, 
steel and logs 
Sumitomo Metal 1 165 re) 5,000 Iron and steel 
ha products 
Maruichi Steel Wharf 1 185 7.5 5,000 Iron and steel 
roducts 
Nippon Steel Wharf 2 374 7.5 5,000 Iron and steel 
products 
Nippon Kokan Wharf 1 185 75 5,000 Iron and steel 
products 
Wharves: (Eastern District) 
Tomato Wharf No. 1 330 6.1 2,000 Plant materials 
Tomato Wharf No. 2 1 280 14.0 60,000 Coal in bulk 
Tomato Wharf No. 3 1 155 6.1 2,000 Plant materials 
pores Yohtan 1 143 5,5 2,000 Coal in bulk 
ier 
TANKERS: 
No. of Berthing Product 
Name of Berth Berths Length Depth Capacity handled 
(m.)  (m.) — (d.w.t.) 
Western District: 
Kyodo Oil Terminal 3 390 7.5 5,000 Petroleum 


products, heavy oil 
Nikkei Tomakomai 


East Wharf 1 211 12.0 15,000 Heavy oil 
Oji Heavy Oil Berth 1 75 5,000 Heavy oil 
Kyodo Hatsuden 

Dolphin 1 75 5,000 Petroleum products 
Idemitsu 

Private Pier 75 5,000 Petroleum products 
Idemitsu West Jetty 1 14.0 70,000 Petroleum products 
Sekiyu Haibun 

Kichi Pier 4 7.0 4,000 Petroleum products 
Idemitsu Sea Berth 1 24.0 250,000 Crude oil 
Eastern District: 
Kyobi Sea Berth 1 16.0 127,000 Crude oil 


Report: 

Idemitsu Hokkaido Sea Berth (Discharging Terminal): 
Location: Lat. 42° 36’ 10” N., Long. 141° 38’ 50” E. 
Operator: |\demitsu Kosan Co. Ltd. 

Terminal operates 24 hours per day, 7 days a week. Ships moored 

and unmoored daytime weather or other circumstances permitting. 
Terminal will not be closed on any holidays. 
Approaches: Clear and unimpeded from South. White and red striped 
high chimney (approx. position: Lat. 42° 38.1’ N., Long. 141° 35.6’ E.) 
makes a most conspicuous landfall. In poor visibility, in heavy fog or 
rain, radar reflector fitted at centre of Sea Berth can be located first by 
ore radar and after that Sea Berth will be seen in direction from N.W. 
to S.E. 

Westward of Sea Berth, there are many cargo vessels anchored. 

Ships berthing starboard side alongside at the Sea Berth, proceed on 
course 314°, observing transit of chimney and East Breakwater 
Lighthouse. 

Anchorage: No strict boundary areas for anchorage but Master 
recommended to anchor 1 mile to 2 miles S.E. from Sea Berth. 

Holding ground is good and depth about 27 m. — 30 m. 

Pilotage: Sea Berth requires Pilot for berthing, no strict location of 
anchorage for ships awaiting Pilot in Tomakomai area, but should be 
as close as possible to port in accordance with harbour draft and 
communications. 

2 Pilots will board ships over 30,000 g.r.t. Pilot uses tug boat for 
boarding. 

Important Features: Ships arriving in Winter season (November-March) 
should pay special attention to the cold, as average temperature in that 
season ranges from —3°C to 5°C. 

MEDICAL: Hospitals, doctors, oculist, ear, nose and throat clinic and 
dentists available. 

DENSITY: 1025. 

FUEL: Domestic oil is available. Bonded oil will be brought from Idemitsu 
Refinery at Tomakomai, otherwise to be brought from Muroran or 
Hakodate port with sufficient advance notice, when required. 

FRESH WATER: Clean drinking water available at public berths. 
REPAIRS: Minor repairs possible. 

AIRPORT: Sapporo International Airport is situated 25 km. from the port. 
International direct flights are available to Hong Kong, Seoul, Honolulu 
and Guam. Domestic flights, every 30 minutes to Tokyo and other places 
are available every day. 

SHIP SUPPLY SERVICE: Ship chandler, stores supplier, laundry 
services, diver’s inspector, cargo and hull surveyor are arrangeable. 
GENERAL: Signal Control: Harbour Master controls ship's traffic by 
flashing white and red lights. 
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DEVELOPMENTS: The following wharves are projected fey 
2000. 


Whart Name Depth Length No. Cargo 
(m.) (m.) o - 
3 , —=— 
Foreign Container be * 
Berth 14.0 330 1 Containers 
Domestic Container ‘ a 
Berth 0 320 2 Containers 
Common Container ¥ Toye 
Berth 12.0 250 1 Containers . N 
Harumi Wharf No.2 12.0 240 1  Logs/Lumber/Coal *To 
Harumi Wharf No.3 10.0 170 1 Ro/Ro, GC. ‘Ma 
Central South Wharf Yel 
No. 2 12.0 240 1 Grain, G.C. a oe 
Oji Paper Wharf 12.0 240 1 Woodchips, Coal t 4 
ep e Kokusaku Loa 
harf 12.0 280 1 Woodchips 2 On 
Toyota Automobile 5 
Wharf 10.0 200 1 Ro/Ro, Cars, Car Parts % Loa 
Idemitsu Kosan Oil 
Jetty 75 5 Petroleum Products a i 
a ee a RTS” Tee Et tag tee ee pee eee eee. eee STE 


AUTHORITY: Tomakomai Port Authority, 6-38, Minato-machi 14 
Tomakomai City, Hokkaido 053 — Japan. Tel: (0144) 34.555," 
(0144) 34-5559. Contact: Satoru Aizawa, Executive Vice-Presig 2 
AGENT: Sub-agents of Aall Barwil Agencies, Tokyo. 

Kuribayashi and Co. Ltd., Tomakomai Branch Office, 
Motonakano-cho 2-chome, Tomakomai City, Hokkaido 053 
Tel: 0144-32-3511. Telex: 984208 KuritmJ. Fax: 0144-% 
Cables: Kuribayashi Tomakomai. 


a 


RB2SIF2ZaBRarse2 


TONDA: 34.02 N. 131.44 E. (See ? i 


DOCUMENTS: When vessel arrives direct from a foreign port, Os ~ 
Officials will board to search, and the following documents ae) % 
submitted: 

Ship's Register and International Tonnage Certificate. 

Voyage Memo (Ports of Call). 

3 Crew Lists, including Passport numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, ca of 
wrist-watch, radio, firearms/swords, etc. (only at first port oft ag 
Japan). sor 

Ship's Agents will prepare Inward/Outward Declaration, 0 

Manifest and Cargo Manifest in Transit, using specific forms. Thet hi 
ship's ae should be provided with necessary information! by 
details of cargoes in advance. CA 
PILOTAGE: Harbour pilotage inward and outward not compulso} RE 
recommend vessel takes pilot at pilot station (Lat. 37% All 
Long. 131° 56’ E.). Inland Sea Pilot carries out harbour pilotage ab 
Inland sea pilotage should preferably be arranged through Ag Tl 
cable via Nagasaki Radio, giving 72 hours notice. Urgent correct 
ETA outside business hours should be cabled direct to pilot st Eh 
Inland Sea Pilot Association covers all inland sea ports. Pi To 
compulsory for vessels over 10,000 g.r.t. Pilots obtained from TE 
three pilot stations, depending upon vessel's last port of departut $t 
at Master's discretion. Pilotage available throughout 24 hous!» 
72 hours advance notice preferred, thereafter advising any altest 1 
Most Inland Sea Pilots also act as harbour pilots up to berth or andi $t 
at destination. / 
Note: VHF communication available with Inland Sea Pilot Statiot 9 


BPeeeqre 


1. Wadamisaki, at entrance to Kobe (vessel transiting Kii S* 1 
Position Lat. 34° 34’ 09" N., Long. 135° 11’ E. Cable a ress 10 
Kobe”. 


2. Sekisaki, 3 miles South of Sekisaki Lighthouse (vessel te § 
Bungo Channel). Position Lat. 33° 13'N., Long. 131° 54’E. Ga 
address “Anjin Moji”. T 

In event of bad weather, recommended vessel proceed for s# A 
bs near as possible, having due regard to safety, to Sekisat! 

tation. 

3. Hesaki at East side of Kanmon (Shimonoseki) Straits. Pos 4) 
Lat. 33° 56’ 24” N., Long. 131° 03’ 12” E. ie 
ANCHORAGE: Berthing Pilot Station at Tokuyama Qua ® 
Anchorage (Lat. 33° 13’ N., Long. 131° 40’ E.). 

RESTRICTIONS: Vessels enter port and depart during daytire! © 
Depth of water in the passage 9.00 m. % 
MAX. SIZE: See “Berthing”. h 
HEALTH: At first port call in Japan, vessel must obtain Free Pe 
Quarantine Officers will attend vessel from 0830 hrs. to 1690% 9 
anchorage of Tokuyama. Due to no quarantine office at Tonda, # 
to show all Vaccination Cards and Derat Exemption Certificates. a H 
vessel arrives from cholera infected area within 10 days, Mas#® “ 
advise crew and passengers’ health condition to respective Quad ‘ 
Office through ship’s Agent prior to arrival, and close all soil pipes Q 
entering port. Radio Pratique available. § 
RADIO: Recommended that Master communicates with Agent ™ 
Choshi Radio or Nagasaki Radio, which cover all ports 1 = + 
Westbound vessels to contact Choshi Radio, and Northbound # 4 
to contact Nagasaki Radio respectively. 2 
VHF: No VHF service. a 
TUGS: 4 tugs are stationed at Tokuyama. 2x3,200 h.p., 1x2 , 
and 12,300 h.p. 


b> 


Permissible 


Length Depth Draft LOA Capacity 
= gad Born (m.)  (m)  (m)  (m) (dwt) 
goda Cement Whart 
= i 120 9.0 8.50 160 10,000 
G.C.Whart 
170 9.0 170 15,000 
G.C.Whart 
a ig 6 7.5 100 5,000 
» |ejsoda Salt What = 190 10.5 9.0180 
"4 ns daft at Salt Wharf: Subject to tide allowance but require under- 
| dearance of about 1.0 m. and/or 10% of ship's draft, whichever 
te Owe “Shipmaster’s Report”. = J 
4 #9 Facility: One shore gantry crane (lifting capacity 15 tons). 


22 m. from front leg of the crane. Height: 17 m. from the quay. 
2 m. forward and aft. Airdraft: 20.10 m. at MLW. 
Rate: Approximately 1,500 — 2,000 tons through night by 
(gantry and ship's gear). 
: : None 


RES: At least 24 hours prior notice, excluding Sundays and 
, required in order for Agent to arrange stevedores. Vessel must 
keep her Agent advised of ETA. If stevedores cannot 
loading/unloading at time notified by the Agent, the orderers 
ay for waiting time. If cargo gear not rigged on berthing, 
will do same for ship's crew at additional cost. 
4KERS: No tanker berths. 
AL: No advance notice required, unless urgent. 
: Average 1025. 
@s4 WATER: Good fresh water supplied from hydrants. Delivery 


tp.h. 
y Al grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 
wa Bay and Kanmon Port. At all other ports, bunkers will be lightered 
@ ihe nearest bunker stock ports, at maximum 7 days prior notice. 
@SULS: No consuls. Marine Note of Protest possible at local Notary 


ip. 
@AIRS: Only minor repairs possible. Others from Moji, Tokuyama or 


te 

w# DOCKS: Shin Kasado Dockyard in Kudamatsu-Wan, entrance 

mes East of Tokuyama-Wan entrance. Largest dry dock for 

w0d.w.t. and two other dry docks/building docks. 

WWAY/DECK WATCHMEN: Not specially required, 
rs or valuable cargo on board. 

RNNG/CLOSING HATCHES: Stevedores carry out opening and 

ty hatches. If any time lost by ship’s crew doing this work, 

eeiores charge ship for waiting. Recommend request stevedores for 

‘work, unless crew can complete it before berthing. 

m| ETIFICATES: Ship's Register to show Customs Inspector ship's 


unless 


i} gered gross and nett tonnages. Valid Cargo Gear Certificates 
welimes required by stevedores, when cargo gear maintenance 
| sears to be poor. 
; \STOMS ALLOWANCES: Only allowed 60 cigarettes to take ashore, 
uM spirits. 
WRGO GEAR: See “Certificates”, but no special requirements. 
| EPATRIATION: Possible. 
\/@PORT: Hiroshima Airport, about 40 minutes by Shinkansen. Ube 
tu 40 minutes by Shinkansen and taxi. 
5) WE: GMT plus 9 hours. No alterations made to clocks during year. 
*UCEAAMBULANCE/FIRE: Police 110; Ambulance/Fire 119. 
#) YERGENCY CO-ORDINATION CENTRE: M.S.A. Tokuyama Office in 
' ama City. Tel: 0834-31-0110. 
. IONE: Not possible to place telephones on board. 
WORE LEAVE: Local Immigration Offices issue shore passes valid for 
m15 days, when Hikari is first port of call in Japan. Extension possible 
*) Sp stays longer. 
| BVICES: All services available from Moji and Tokuyama. 
PMASTER’S REPORT: June 1983. 
‘Soda Salt Pier: 
“ments/Immigration: Landing passes are now valid for 1 week, but 
“sled to the immediate port area (Tokuyama) only. This restriction 
®orced, and the Agent must make individually written application for 
Stew member required or desiring to leave the Tokuyama area. 
‘rare severe penalties (Yen 100,000 for being found ashore by the 
es without a landing pass). 
: The Inland Sea Pilot who boarded at Sekisaki also acted as 
Sour pilot, boarding from a fast launch with the vessel making about 
“ols. Oita Port Radio, in the first Western bay of the inland sea, after 
eg trough the Hayasui Seto Entrance, called on VHF Channel 16 
“Stim the vessel's nationality and ETA. 
vessel of our size (see “Berthing”), pilotage is at daylight H.W. 
he} using 3 tugs, and the Eastern dredged channel into Tonda port. 
*Sarture is during daylight hours only (pilot available apparently 
hs. — 1830 hrs. during June, although ours was not ordered by 
yp erer's Agents until 0800 hrs.). Vessel was swung off the berth 
and proceeded to sea, again by the Eastern Channel, there 
*9 a substantial ‘corner’ to negotiate in the dredged channel on the 
‘ath, ion of the port. 


“We could not get Radio Pratique as the Authorities required the 
we of the vessel's Sanitary Certificate. However, after berthing, we 
Pa bag to ascertain just what this certificate was. The number of 

at Exemption and type and make of the sewage system did not 
x4! IS question either. 
ty aed were probably one of the larger vessels to berth at the 

a Salt Pier, discharging 31,536 metric tons of coal on 

Atse gr length 177m., beam 27.8m., draft 10.5m. and of 
ons. 

Pi i: large engines-aft bulk carriers, there are problems with landing 

"gway on the end of the jetty. A shore gangway cannot be used 


JAPAN 


because of the travel of the portainer-type discharging crane. Stevedores 
use a vertical steel ladder clipped over the sheer strake for access. 

Access ashore through the Toyo Soda Cement Factory is prohibited 
to ship's crew, and a launch service (Sampan) must be engaged, with 
the requisite timetable, for transport to Tokuyama, 15 minutes distant, 
the launch berthing at Customs Pier. 

This launch is also used for the Agent, watchmen, etc., and it may 
well be preferable to lower the off-side gangway to near the water as a 
means of access. The only permitted access, to and from the launch 
via the vessel's gangway onto the wharf, is by a badly bent vertical steel 
ladder at the end of the jetty. 

Fresh Water: Not available from Toyo Soda Salt Pier. Delivery can only 
be made by lighter. 

Storing: Mobile cranes are not allowed onto the wharf to work ship's 
stores. E/R spares, etc., and if these cannot be coped with by the 
vessel's own gear or stores crane, floating plant would have to be hired. 


AUTHORITY: Shunan Port Administration Office, 111, Chikko-cho, 
Tokuyama City, Yamaguchi Pref., Japan. Te/: 0834-21-1787. 


AGENT: Sub-agents of Aall Barwil Agencies. 

Green Shipping Ltd., Moji, c/o Toyo Koun Co.Ltd., 23-15 Nomura 1- 
chome, Shin Nanyo City, Yamaguchi Pref., 743 Japan. Tel: 0834-63- 
0080. Telex: 6766-14 Tykoun J. Fax: 0834-63-0079. Cables: Toko 
Shinnanyo. 


TOYAMA: 36.46 N. 137.13 E. 


DOCUMENTS: 

Ship's be enim 

Last Port Clearance. 

6 Crew Lists, including Passport Numbers. 

6 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 

ecietagey radio, firearms/swords, etc. (only at first port of call in 
japan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 Cargo 
Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship's Agent should be provided with necessary information about details 
of cargoes in advance. 

PILOTAGE: Not compulsory. No telegraphic address for pilot station, 
but Pilot arranged through Agent whom keep advised ETA which may 
be sent through Choshi Radio. Pilot boards about 1 mile off East 
Breakwater from small tug. In event bad weather recommend remain 
outside port until weather clears. Pilot available daytime only from 
sunrise to sunset. 

ANCHORAGES: The harbour at the Jintsu river mouth is always calm. 
Covers about 125 acres, with depths of from 16.5 ft. to 33 ft. over mud 
and sand. Room at anchorage for at least 4 vessels over 5,000 gross 
tons. Anchoring position for ocean tankers is Lat. 36° 46.6’N., 
Long. 137° 14.4’ E. 

MAX. SIZE: Max. LOA 175 m., but may be extended by 2.0 m. — 3.0 m. 
if Pilot agrees. 

Also see “Tankers”. 

HEALTH: Radio Pratique available. Formalities carried out at 
Quarantine Anchorage. 

RADIO: (Also see “Pilotage”): Recommended Master communicates 
with Agent through Choshi Radio or Nagasaki Radio which cover all 
ports in Japan. If specifically Westbound vessel, to contact Choshi, and 
Northbound to contact Nagasaki Radio respectively. 

TUGS: Usually join vessel at port entrance but can join outside harbour 
for large vessels. Used only when Pilot aboard. 

“Narita Maru” — 3,000 h.p. uses own lines free of charge. 

“Nihonkai Maru" — 1,800 h.p. uses own lines free of charge. 

“Raicho"” — 2,600 h.p. uses own lines free of charge. 

BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship's Agent mainly by radio. 


(See Plan) 


Berth Length Depth Draft Capacity 

: (m.) (m.) (m.) (d.w.t.) 
Public: 

Wharf No. 1 185 10.0 9.5 15,000 

2 185 10.0 9.5 15,000 

3 185 10.0 9.5 15,000 

4 160 9.0 8.5 10,000 

5 180 55 5.0 2,000 

6 90 6.0 55 3,000 

rs 130 7S 7.0 5,000 

8 185 10.0 9.5 15,000 

9 90 5.0 4.5 1,000 

10 130 7.5 7.0 5,000 

No. 1 Dolphin 21 5.0 1,000 

No. 2 i 12 6.0 3,400 

No. 3 i 21 5.0 1,000 
Private: 

Onoda Cement 
Silo 100 7.0 
Hokuden Dolphin 18 8.0 5,000 


MEDICAL: No advance notice required unless urgent. 

TANKERS: Max. size: 257,998 d.w.t., max. LOA, 340.8 m., and max. 
safe draft 20.78 m. for Sea Berth of Nihonkai Sekiyu K.K., Toyama. Pilot 
Boarding Position: 36° 48.5’ N., 137° 12.5’ E. Two lines, diameter 16 in. 
Reducing pieces supplied as necessary. Discharge rate 7,500 t.p.h. 
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DENSITY: 1015-1019 min./max. 

FRESH WATER: Available ex-wharf at Nos. 1, 2, 3, 4 and 5 Wharves; 

average 40 t.p.h. 

FUEL: Domestic oil is available. Bonded oil will be brought from Moji 

with sufficient advance notice when required. 

FIRE PRECAUTIONS: Nihonkai Oil Co., Toyama, issue Safety 

Regulations to Master on arrival tanker sea berth. 

CONSULS: None. 

REPAIRS: Minor repairs only. 

DRY DOCKS: Shin Nihonkai Juko Co. Ltd., Toyama. No. 1 Dock, used 

for construction. No. 2 Dock, ship-building capacity: length, 104 m.; width 

15 m.; depth, 1.8 m. Size of dock: length, 112 m.; width, 14.6 m.; depth, 

4m. Maximum building capacity, 4,000 g.r.t. No. 3 Dock, ship-building 

capacity: length, 150 m.; width, 20.8 m.; depth, 5 m. Size of dock: length 

168.2 m.; width, 21.88 m.; depth, 9.2 m. Maximum building capacity, 

10,750 g.r.t. 

GANGWAY/DECK WATCHMEN: Not specially 

passengers or valuable cargo on board. 

OPENING/CLOSING HATCHES: Stevedores carry out opening and 

closing hatches. If any time lost by ship's crew doing this work, 

stevedores charge ship for waiting. Recommend request stevedores for 

this work unless crew can complete it before berthing. 

CERTIFICATES: Ship’s Register to show Customs Inspector ship's 

registered gross and nett tonnages. Valid Cargo Gear Certificates 

sometimes required by stevedores when cargo gear maintenance 

appears to be poor. 

CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 

but no spirits. 

Sarit Toyama Airport, distance about 10 km. 6 daily flights to 
okyo. 

TIME: GMT plus 9 hours. Permanent. 

POLICE/AMBULANCE/FIRE: Police, Toyama North Police Station, 

Toyama (0764) 37-7171; Ambulance, Toyama Iwase Fire Station, 

Toyama (0764) 37-7141 or 119; Fire, Toyama Fire Station, Toyama 

(0764) 37-7141. 

TELEPHONES: No facilities for placing on board. 

SHORE LEAVE: Local Immigration Offices issue shore pass valid for 

only 15 days, but 15 days’ extension possible if ship stays longer. 

GARBAGE DISPOSAL: No service available. 

WASTE OIL DISPOSAL: No service availble. 

SEAMAN'‘S CLUBS: None. 

CURRENCY: Japanese Yen. 

AUTHORITY: Toyama Port Administration Office, 5, Kaigan-dori, 

Higashi-lwasemachi, Toyama City. Tel: (0764) 37-7131. Telex: 5152256 

Nextoy J. Cables: Nexco Toyamako. FAX: 0764-37-7169. 

Contact: K.Yamaguchi, Port Director. 


AGENT: Sub-agents of Aall Barwil Agencies. 

Fushiki Kairiku Unso Co. Ltd., 5-1, Fushiki Minato-machi, Takaoka 
City, Toyama Pref. 933-01, Japan. Tel: (0766) 45-1175. Telex: 5155- 
571 Kairiku J. Fax: (0766) 45-1187. Cables: Fushikikairiku Takaoka. 


required unless 


TOYAMA SHINKO: 36.47 N. 137.10 E. 


DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

6 Crew Lists including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 

ileal wvile radio, firearms/swords, etc. (only at first port of call in 
apan). 

Ship's Agents will prepare Inward/Outward Declaration, 2 Cargo 
Manifests and 1 Cargo Manifest in transit using specific forms. Therefore 
ship's Agents should be provided with necessary information about 
details of cargoes in advance. 

PILOTAGE: Pilot available any time during daylight. Not compulsory. 
No telegraphic address of pilot station, therefore, direct advice to local 
Agent always required. Pilot meets vessels 209° 2 miles off leading light 
of Fushiki Port, thence takes vessel to Fushiki Quarantine Anchorage 
ground, due to many fishing-nets on both sides of fairway. No Quarantine 
Anchorage ground established presently at Toyama-Shinko, therefore, 
every vessel obtains free pratique at Fushiki. If requiring to come into 
Quarantine Anchorage without taking Pilot, necessary to advise Agent 
in advance. In case of bad weather and need to await outside port, 
recommend cruising in Toyama Bay until sea abates. Bay area too deep 
to anchor and also danger of fishing-nets. When approaching position 
for Pilot, give exact ETA to Agent by using Niigata Radio and/or VHF 
to Fushiki Harbour Master. Small wooden pilot-boat painted yellow. No 
particular light or sound signals required. Even if the vessel already 
obtained Free Pratique in other port, need to approach the aforesaid 
position for Pilot, because of no Pilot position located in Toyama-Shinko. 
ANCHORAGES: No anchorage at Toyama-Shinko, therefore, if vessel 
required to await for berth or some other reason, use Fushiki Outer 
Anchorage ground where safe at all seasons with depth from 8 m. to 
11 m. Sand and clay bottom. Room at anchorage for at least 6 vessels 
over 5,000 gross tons. 
RESTRICTIONS: Pilot not available during darkness. No restrictions on 
tide, because small tide in all seasons. If draft over port limitation, vessel 
pat d port after making adjustment by lightening in Outer Harbour in 
USNIKI. 
MAX. SIZE: Length 200 m., draft 34 ft. Tidal range is max. 0.45 m. 
HEALTH: Formalities will be carried out at Fushiki quarantine 
anchorage. 


1166 


(See Plan) 


RADIO: (Also see “Pilotage”). Recommend Master COMMUnigg 
Agent through Choshi Radio or Nagasaki Radio which cove a 
Japan. If specifically Westbound vessel, to contact Chap irc 
Northbound to contact Nagasaki Radio respectively. 
TUGS: Tugs normally join vessel at port entrance, but y 
Fushiki Outer Harbour for larger vessels. Maritia-Maru (2,06),, (1) 
Nihonkai-Maru (1,800 h.p.) provide lines, free of charge ang! 
Maru (760 h.p.) uses ship's line. In case public tug, i.e. Nien, 
and Raicho-Maru used, always require Pilot on board. 
BERTHING: No specific requirements. Pilot boarding time willy, 

by ship's Agent mainly by radio. ‘ 


Berth Length Depth Draft Ce 
(m) (my) (mm) 
Public 
No. 1 Whart 280 13.0 12.0 & 
(14.0 m. in near future) 
No. 2 Whart 185 10.0 95 wy 
No. 3 Wharf 185 10.0 95 hy 
No. 4 Wharf 185 10.0 95 
No. 5 Wharf 130 7.5 6.5 uy 
No. 6 Whart 130 7.5 6.3 i 
East Wharf No. 1 185 10.0 92 9 2 
Private (Log carrier only) 
Toyama Sangyo 373 10.0 90 ww 8) 
Toyama Chuo Mokuzai No.1 200 10.0 90 hy 
Toyama Chuo Mokuzai No.2 155 7.5 7.0 g' 
Toyama Chuo Mokuzai No.3 210 8.0 7.5 FN 
Toyama Futo West 70 6.0 5.5 u 
Toyama Futo Centre 170 8.0 7.0 y 
Toyama Futo East 140 8.0 7.0 i 
Koike Mokuzai 171 10.0 9.0 1 
Hokuden 285 13.0 12.0 ay 
STEVEDORES: At least 24 hours prior notice excluding Suni» 
holidays required in order for Agent to arrange stevedores. Vess 
constantly keep her Agent advised of ETA. If stevedores > 
commence loading/unloading at time notified by the Agent the 
must pay for waiting time. If cargo gear not rigged on te 
stevedores will do same for ship's crew. Overtime surcharges’ 
1900 hrs. 50% additional of basic stevedorage; 2100 — 0500 hy 
morning 130% additional; Sundays/holidays 60% additional. 
MEDICAL: No advance notice required unless urgent. 
DENSITY: Average density between 1015 and 1019 in all seas 
me WATER: Available, from wharves No. 1, 2, 3, 4,5 and6a 
10 t.p.h. 
FUEL: Domestic oil is available. Bonded oil will be brought fromts 
area, with 1 week advance notice, when required. A 
CONSULS: None. A 
REPAIRS: Minor repairs only. x 
DRY DOCKS: None. 
GANGWAY/DECK WATCHMEN: Not specially required » 


passengers or valuable cargo on board. 

OPENING/CLOSING HATCHES: Stevedores carry out openy 
closing hatches. If any time lost by ship’s crew doing ths) 
stevedores charge ship for waiting. Recommend request steveds 
this work unless crew can complete it before berthing. 
CERTIFICATES: Ship's Register to show Customs Inspecto: 
registered gross and nett tonnages. Valid Cargo Gear Cert 
sometimes required by stevedores when cargo gear mainitt 
appears to be poor. 

CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take# 
but no spirits. 

REPATRIATION: Possible. 

AIRPORT: Toyama Airport about 25 km. distance. Two regular # 

a day. ANA only. 

TIME: GMT plus 9 hours. No alterations made to clocks during! 
HOLIDAYS: ist May and New Year's Day, most probaby 
31st December to 3rd January. 

POLICE/AMBULANCE/JFIRE: Police, Shinminato Police & # 
Shinminato (07668) 2-3141; Ambulance, Shinminato Fire & 3 
Shinminato (07668) 2-3175; Fire, Shinminato Fire Station, Shit 
(07668) 2-3175. 

TELEPHONES: No facilities for placing telephones on board. ! 
SERVICES: Hold cleaning available. 
SHORE LEAVE: Local Immigration Officers issue shore pass ® 
only 3 days, but 3 days’ extension possible if ship stays longer. At® 
from Fushiki Immigration Office, Fushiki, due to no office in To 
Shinko. 

AUTHORITY: Toyama Prefecture, 1-7 Shinsogawa, Toyamé 
Toyama Pref., Japan. Tel: (0764) 31-4111. 


AGENT: Sub-agents of Aall Barwil Agencies. , 

Fushiki Kairiku Unso Co. Ltd., 4-2, Nagonoe, Shinminato City, ® 
Pref. 934, Japan. Tel: (0766) 82-1118. Telex: 5155-571 Ke 
Fax: (0766) 84-3335. Cables: Kairiku Fushiki. 


TOYOHASHI: 34.43 N. 137.20 E. (See? . 


LOCATION: The Port of Toyohashi is located in Mikawa We! 
Nagoya. It was opened in May 1972 as the 102nd internation’™ 5 
port in Japan. | 

Since then, the port has been rapidly growing in exporting, ® ; 
been steadily improved in its facilities and access roads. 

The Port of Toyohashi can be largely classified into three oe ' 
is Jinno Public Area, another Osaki Industrial Area, the othe! 
Industrial Area. 


: Compulsory for vessels exceeding 10,000 g.r.t. in Ise Wan, 
aot Mikawa Wan. Pilot boards near Ise Buoy No.1 (Lat. 
ng N., Long. 137° 03.8’ E.). 
' zypour pilots are also available at the anchorage. 
sgpiication for lirago-Mikawa Wan Pilot: 
ntioned items through your Agents. 
4) Time for application: 
inward vessels — 24 hours and 6 hours prior to ETA. 
Outward vessels — 12 hours and 6 hours prior to ETD. 
6) Item: 
(a) Name of vessel. 
(b) Gross tonnage. 
(c) Desroet oh 
d) Length overall. 
‘s ETA or ETD. ieee 
(f) Last port of call and destination. 
(g) Berthing schedule. 
(h) Kind of cargo (dangerous cargo). _ : 
() Others (quarantine, any malfunction of engine, radar, 
compass, VHF, etc.). 
« office hours of Irago-Mikawa Wan Pilots: Service provided 24 hours 
* ;day (including Sundays, holidays and night-time). 
+ channel, Bay and Harbour through Pilotage: Irago Suido-Mikawa 
* Wan-Toyohashi. 
+ Communications: 
la) Telex: 4563668 Iragop (directly or via Choshi Radio, or via 
Nagasaki Radio). 
(i) The message is sent by Master directly to the Pilot Office. 
(ii) The message is passed from the Radio Station to the Pilot 
Office in a few minutes. 
b) Cable address: Iragopilot Handa. 
The message is passed from the Radio Station to the Pilot Office 
in about 30 minutes. 
\c) VHF: Irago Pilot (Channels 16 and 13). 
Masters of vessels who are required to take pilot are requested 
to contact “Iragopilot” by VHF, 4 hours and also 1.5 hours prior 
to arrival at Pilot Station. 
() On Sundays, holidays and during the night-time: 
Masters are requested to advise the Pilot Office directly of ETA 
or any amendment thereof by Telex or Cable, to avoid any delay 
incase of absence of the person-in-charge at the Agent's Office. 
‘ rago-Mikawa Wan Pilots are generally stationed at Handa (Kinuura) 
» Office. It takes about 3 hours to board vessels, and therefore, if ETA 
o ETD is amended, please advise the Pilot Office of it as soon as 
possible by all means. 
MHORAGE: See “Health”. 
SSTRICTIONS: Vessels may enter in daylight only. Unberthing is 
msble after sunset for pure car carriers, subject to pilot's approval. 
o_ in channel is 9.8 m. at H.W. 
WAX, SIZE: 


Please inform 


Berth Max. LOA Max. Draft 
; (m.) (m.) 
Osaki Buoys 150 9.8 
Sogo Kaihatsu 
Akemi Pier No. 1 150 9.4 
Akemi Pier No. 3 150 9.8 
Akemi Pier No. 4 180 9.8 
Kao's Wharf 180 9.8 
Jinno Wharf No. 3 100 73 
i} Jinno Wharf No. 4 150 9.8 
Jinno Wharf No. 7 — 1 200 9.8 
Jinno Wharf No. 7 — 2 200 9.8 
Jinno Wharf No. 7 — 3 200 9.8 
Topy Wharf 100 4.0 
| Toyota Wharf T — 1 200 9.8 
} Toyota Wharf T — 2 200 9.8 
Toyota Wharf T — 3 10 9 


20 8 
; ALTH: Vessels usually anchor in the Quarantine Anchorage (Lat. 
| #9'54"N., Long. 137° 13’ 22” E.), where authorities board and grant 
') ' Pratique. 
iwio Free Pratique is available. 


: See “Pilotage”. 
WS: 4x3,200 “A 
| STHING: 
Berth Length Depth Capacity 
: (m.) (m.) (d.w.t.) 
Osaki Buoys 150 10.0 1 x 15,000 
. Kaihatsu 
Akemi Pier No. 1 150 10.0 1 x 15,000 
Akemi Pier No. 3* 150 12.0 1 x 30,000 
| Akemi Pier No. 4 250 12.0 1 x 30,000 
| _Kao's Whart 250 12.0 1 x 30,000 
Jinno Whart No. 3 910 7.5 7 x 5,000 
dino Wharf No. 4 740 10.0 4 x 15,000 
ri Wharf No. 7 — 1 240 12.0 1 x 30,000 
hg Wharf No. 7 — 2 240 12.0 1 x 30,000 
— Wharf No. 7-3 240 12.0 1 x 30,000 
ed Whart 100 4.2 1 x 3,000 
yyota Wharf T — 1 250 10.0 1 x 15,000 
wea Wharf T — 2 250 10.0 1 <x 15,000 
.» Sota Wharf T — 3 250 10.0 1 x 15,000 


aan unloader available. 
n ey or sailing may be restricted during strong seasonal winds 


AIR ATER: Available. 
ucES: Minor repair services available from Yokkaichi or Nagoya. 
AMBULANCE/FIRE: Police 110; Ambulance/Fire 119. 
®fs are able to call “Nagoya Hoan” by VHF Channel 16 if an 
Pag ‘ty matter has occurred. 
‘"Nagoya Hoan” means Nagoya Maritime Safety Agency. 


JAPAN 


FUEL: Bonded fuel available from Yokkaichi or Nagoya. 

GENERAL: Provisions can be obtained. 

AUTHORITY: Toyohashi Port Authority, 3-9 Jinno Futo-Cho, Toyohashi, 
Aichi Pref., Japan. Tel: (0532) 31-4155. FAX: (0532) 31-4400. 


AGENT: Sub-agents of Aall Barwil Agencies, Tokyo. 

Sogo Port Service Co.Ltd., 5-1, Akemi-cho, Toyohashi City, Aichi 
Pref., 441 Japan. Tel: (0532) 23-0281. Telex: 4322-107 Sogopt J. 
Fax: (0532) 23-3124. Cables: Sogoport Toyohashi. 


TSU: 34.40 N. 136.33 E. (See Plan) 


DOCUMENTS: (1) When a vessel calls directly from abroad, it must 
firstly call at Yokkaichi Quarantine Anchorage for Pratique (Quarantine 
Anchorage: 34° 56.15’ N., 136° 40.40’ E.). 

Quarantine Officers board to issue Pratique, and/or Agent boards to 
undertake Quarantine Pratique and Customs arrival/sailing formalities. 
Thereafter, the vessel is able to proceed to Tsu with Yokkaichi Customs 
Clearance. 

i (2) When a vessel calls from a Japanese port, it can proceed to Tsu 
irect. 
Documents for Yokkaichi Quarantine: (See (1) above). 

Health Declaration — 1 copy (Japanese form). 

Vaccination List — 1 copy. 

Crew List — 1 copy. 

Ports of Call List — 1 copy. 

Ship's Register — 1 original. 

Documents for Yokkaichi Customs: (See (1) above). 

Inward/Outward Declaration — 1 copy/2 copies (Agent prepares). 

Last Port Clearance — 1 original. 

Ports of Call List — 1 copy. 

Cargo Manifest — 1 each for discharge and through cargo. 

Crew List — 1 copy. 

Crew's Baggage List — 1 copy. 

Pratique Certificate — 1 original. 

Application for Exemption Tonnage Dues Payment — 3 copies (Agent 

prepares). 

Ship's Register — 1 original. 

Yokkaichi Customs issue Yokkaichi Sailing Clearance. 

For above formalities, Agent must attend vessel on arrival/sailing by 
a taxi boat. 

Documents for Tsu Customs formalities: (Stationed at Tsu). 

Formalities for documents are same as Yokkaichi Customs, and 
payment of tonnage dues is required. 

Documents for Immigration formalities: (Stationed in Yokkaichi, not at 
Tsu). 

(1) Yokkaichi Immigration Officers attend onboard at Tsu to issue shore 
passes, and following documents are required: 

Inward/Outward Declaration — (Agent prepares). 

Crew List — 2 copies. 

Ports of Call List — 1 copy. 

Application for Crew Landing Permit — (Agent prepares). 

Passports or Seamen's Books for all crew members. 

(2) Agent must attend Yokkaichi Immigration for arrival formalities, and 
documents required are as follows: 

Inward/Outward Declaration — (Agent prepares). 

Crew List — 2 copies. 

Ports of Call List — 1 copy. 

Shore Pass Envelope — 1 envelope. 

Extension of Movement Area — 2 copies (Agent prepares). 
PILOTAGE: Compulsory. Berthing Pilot available from Yokkaichi or 
Nagoya (see “Nagoya’”’). 

ANCHORAGE: No designated anchorage. Vessels usually anchor 
1.5 miles S.W. of Igurazu Lighthouse, in depth of 20.0 m. with sand/mud 
bottom. 

HEALTH: No quarantine station at Tsu. If Tsu first port in Japan, vessel 
has to call at Yokkaichi, then proceed to Tsu after Free Pratique granted 
(See “Documents”). 

Yokkaichi Quarantine Lat. 34° 56.16’ N., 

Long. 136° 40.40’ E. 

RADIO: No local radio station. 

VHF: Nagoya Port Radio (24 hours), Channels 16, 12 and 20. Range 
110 km. of Kamishima Island. 

TUGS: Available from Yokkaichi and Nagoya, at special charge. Line 
handling available from Yokkaichi. 

BERTHING: Two public berths for handling cargo, mainly gravel. 

1. Length 90 m. Depth 5.5 m. 

2. Length 60 m. Depth 4.5 m. 

STEVEDORES: Available from Yokkaichi, distance 45 km. (1.5 hours 


Anchorage: 


by car). 

FRESH WATER: Available at shipyards. Also available by barge from 
Yokkaichi, at special charge. 

FUEL: Only available to new building at shipyards. 

CONSULS: None locally, see “Nagoya”. 

SURVEYORS: Available from Nagoya. 

REPATRIATION: Possible. Formalities completed at Yokkaichi during 
office hours. 

AIRPORT: Nearest airport at Nagoya, 2.5 hours by train and car. 
TIME: GMT plus 9 hours. 

POLICE/AMBULANCE/FIRE: Police 110; Ambulance and Fire 119. 
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REPAIRS/DRY DOCKS: Tsu Dockyard — NKK Tsu Works: 
Docks: 


Max. 
Docking 
Name Length Width Depth Draft Use Facilities 
aR (m.) (m) (m) — (m) ye 
Building Dock 500 751918 6.2 New building 2200 ton 
Goliath 
cranes. 
Marine Dock 150 250 17.0 6.2 Multi-purpose Access slope 
for transfer 
and crawler 
crane. 
Repair Dock 500 75 14.1 6.2 Repairs, 120 ton Jib 
conversions crane. 
and outfitting. 
Wharves for Outfitting and Repairs: 
Max. Docking 
Name Leng Purpose Facilities mr 
(m. m. 
No. 1 Wharf 425 Loading and 15toncrane 1A:4.5, 1B: 
(3 Berths) Repairs 5.5, 1C: 8.0 
No. 2 Wharf 600 Outfitting and 15toncrane 2A:8.5, 2B: 
(2 Berths) Repairs 9.0 
No. 3A Wharf 375 Outfitting 15toncrane 8.5 
No. 3B Wharf 243 Outfitting and 120 ton crane 5.5 
Repairs 


Dock Master: Joins vessel in front of NKK Drydock Gate. 

Time of Docking/Undocking: All times arranged with Dock Master. 
Tug Assistance and Line Handling: Arranged by NKK, Tsu Works. 
Accommodation: NKK, Tsu Works, has available: 

A. Chitose Club for Superintendents, Surveyors, Masters and Chief 
po el at their expense. 25 minutes by car to 
NKK. 

B. Kumozu Club for other officers and engineers, at their expense. 
10 minutes by car to NKK. 

C. Family House Total of 6 houses are available for Superintendents, 
Surveyors, Masters and Chief Engineers, who wish 
to stay with familites. These are located near 
Chitose Club. 

EMERGENCY CO-ORDINATION CENTRE: In case of emergency (fire, 
pirates, robbery, etc.), contact the 4th Regional Maritime Safety 
Headquarters by the following means: 

. VHF Channel 16: “Nagoya Hoan”. 

. Cable: Code J.N.T. 

. Telex No.: 4934961 JMSANA. 

. Distress Call: 2182 kHz. 

. Telephone: 052-661-1611 (0900 hrs. — 1700 hrs. Monday/Friday, 

0900 hrs. — 1200 hrs. Saturday). 

052-661-1616 (outside office hours). 

GENERAL: /mmigration: Located at Yokkaichi. Tel: 0593-52-5695. 
Customs: Tsu: Tel. 0592-34-4161. Yokkaichi: Tel. 0593-52-3829. 
Railway Station: Hisai Station of Kintetsu Railway is 20 minutes by taxi 
from port. 

Floating Cranes: 120 ton crane available from Nagoya and 150 ton crane 
available from Yokkaichi. 

Services: Most services available from Nagoya and Yokkaichi. 
AUTHORITY: Tsu Port Administration. Tel: 0598-51-3482. 


AGENT: Aall Barwil Agencies, Nagoya Branch, Kaiun Building 4th Floor, 
2-46, Irifune 2-chome, Minato-ku, Nagoya City, Aichi Pref. 455, Japan. 
Tel: (052) 652-2266. Telex: 446-3751 Aaling J. Fax: (052) 652-2269. 
Cables: Aallbarwil Nagoya. 


akon 


TSUKUMI: 33.05 N. 131.54 E. (See Plan) 


DOCUMENTS: When vessel arrives direct from a foreign port, Customs 
Officials will board to search and the following documents are to be 
submitted. 

Ship's Register. 

International Tonnage Certificate. 

bys Memo (Ports of Call). 

Last Port Clearance. 

3 Crew Lists, including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 Cargo 
Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship's Agent should be provided with necessary information about details 
of cargoes in advance. 

PILOTAGE: Not compulsory, but recommended unless Master well 
acquainted with locality. Pilot embarks vessel at anchorage, position 
Lat. 33°05’ 30"N., Long. 131°54' 00” E. Request for Pilot made 
through Agent; Master to report ETA 24 hours prior arrival. 
ANCHORAGES: Good holding anchorage available; depth of water 
about 25m. Loading and/or unloading of cargo usually effected 
fresh ave wharves and in event of loading/unloading at anchorage, when 
rough weather prevails, difficulty sometimes experienced on account of 
swell from open sea. Therefore eee that vessel anchor as close 
to shore as possible consistent with safety. 
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RESTRICTIONS: Berthing and unberthing at Onoda Cement Bs 


B and D: 1 
Over 40,000 d.w.t. daytime only. 


Under 15,000 d.w.t. all day. 
Other berths: Berthing and unberthing at any time, weather pew 
and subject to Pilot's agreement. 
MAX. SIZE: See “Berthing”. 
HEALTH: At first port of call in Japan, vessel must obtain Free 
No Quarantine office located here so vessels usually anchor ing, 
of Saganoseki, Saiki, Oita or Mutsure Quarantine A , 
Kitakyushu for authorities to board and grant Free Pratique. 
RADIO: Recommended Master communicates with Agents. 
Choshi Radio or Nagasaki Radio which cover all ports jp mM 
If specifically Westbound vessel, to contact Choshi, and Northing, 2 


Over 15,000 d.w.t. until 2200 hrs. on 
| 


contact Nagasaki Radio respectively. d 
TUGS: 1 x 1,800 h.p. and 2 x 3,000 h.p. Tugs usually used forts 9 
and unberthing. r 
BERTHING: No specific requirements. Pilot boarding time willbens Al 
by ship's Agents mainly by radio. a 
Max. 

Berth Length Depth Draft Cay i 
; (m.) (m.) (m.) (de Q 
Takada Pier No. 1 South 175 10.0 10.0 a A 
North 9.0 90 Wd 
No. 2 South 80 7.5 75 gf 
North 5.0 50 ua 
Nittetsu Pier 155 10.5 105 mT 
Noshima Public Wharf 164 9.5 9.0 i B 
Onoda Cement A 270 13.0 125 & ® 

B 168 16.0 15.0 10) 
Cc 65 14.0 13.5 u Bi 

D 185 13.0 12.0  @j 
No. 1 82 7.0 6.5 a) A 

No. 2 121 8. 8. 


ul 
STEVEDORES: At least 24 hours prior notice excluding Sunday I! 
holidays required in order for Agent to arrange stevedores. Vesse: 
constantly keep her Agent advised of ETA. If stevedores @ & 
commence loading/unloading at time notified by the Agent, the og 
must pay for waiting time. If cargo gear not rigged on bet 4 
stevedores will do same for ship's crew. Overtime surcy & 
1700 — 1900hrs. (50% additional of basic stevedorage), 2) % 
0500 hrs. next morning (130% additional), Sundays/holidays} 4 
additional). kK 
MEDICAL: No advance notice required unless urgent. H 
DENSITY: Average density about 1024. S 
FRESH WATER: Available from shore. m 
FUEL: All grades of bonded bunkers are stocked in and brougt! & 
Moji, Oita or Matsuyama, when required at anchorage. Maximum? & 
prior notice. m 
FIRE PRECAUTIONS: By Marine Security Guards. st 
CONSULS: No local representatives. Marine Note of Protest @ ~ 
attended by local notary public. (! 
REPAIRS: Local workshop available only for minor repairs. M 
GANGWAY/DECK WATCHMEN: Not specially required # i 
passengers or valuable cargo aboard. : 
OPENING/CLOSING HATCHES: Stevedores carry out open) F 
closing hatches. If any time lost by ship's crew doing this ® 
stevedores charge ship for waiting. Recommend request stevedoe 
this work unless crew can complete it before berthing. R 
CERTIFICATES: Ship's Register to show Customs Inspector # G 
registered gross and nett tonnages. Valid Cargo Gear Cenié 
sometimes required by stevedores when cargo gear mainiet , 
appears to be poor. q 
CUSTOMS ALLOWANCES: Only allowed 60 cigarettes to take # 
but no spirits. 
REPATRIATION: Possible. 
AIRPORT: Oita Airport; 1 hour from Tsukumi by train. Regular é 
are ANA and JAS, for domestic service. 
TIME: GMT plus 9 hours. No alterations to clocks during year. 
HOLIDAYS: 14th — 16th August. 
POLICE/AMBULANCE/FIRE: Police, 110; Ambulance/Fire, 119 
TELEPHONES: No facilities for placing telephones on board. 
SERVICES: No special services available, but if required w } 
arranged by Agent who calls from another port. F 
SHORE LEAVE: Local Immigration Offices issue shore passé’ ; 
for only 15 days, when Tsukumi is first port of call in Japan. Ex#! > 
possible if ship stays longer. § 
AUTHORITY: Usuki Doboku (Public Works) Office, 72-1, Aza 38 s 
Oaza Usuki, Usuki City, Ohita Pref. Te/: 0972-63-4136. Ps 
AGENT: Sub-agents of Aall Barwil Agencies. A 
Green Shipping Ltd., c/o Azuma Shipping Co. Ltd., Na® T 
Building, 2nd Floor, 15-5, Semento-machi, Tsukumi City, Oita Pret! A 
24 Japan. Tel: 0972 (82) 2144. Telex: 7755-77 Azuma J. Fax: oot 
8076. Cables: “Fune Azuma Tsukumi”. F 
FE 
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yRUGA: 35.40 N. 136.03 E. (See Plan) 
gcumeNTS: 
3¢5 Bearance. 


a Lists, including Passport Numbers. 


passenger Lists. 

H sires List. ’ , Sy) ‘ 

\ Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
yest-watch, radio, firearms/swords, etc. (only at first port of call in 


“a oe will prepare Inward/Outward Declaration, 1 Cargo 
*ast and Cargo Manifest in transit using specific forms. Therefore 
sAgent should be provided with necessary information about details 
g s in advance. 
AGE: Daylight hours only. Pilot arranged through Agent. Await 
wat quarantine anchorage (See “Anchorages”). 

RAGES: Quarantine Anchorage is best area for anchoring to 
wot heavy weather (being protected from the North by mountains). 
ston Lat. 35° 40’ 08" N., Long. 136° 02’ 55” E. 

TH: Radio Pratique available. Formalities carried out at 
jgantine anchorage. : / 
yoo: Recommended Master communicates with Agent through 
ss Radio or Nagasaki Radio which covers all ports in Japan. 
igecifically Westbound vessel, to contact Choshi, and Northbound to 
«et Nagasaki Radio respectively. : 
4S; Join ship inside breakwater and use tug’s line. 

ING: No specific requirements. Pilot boarding time will be notified 
snip’s Agent mainly by radio. 


an 


Max. Shore 
wt Length Depth Draft Capacity Cranes 
(m.) (m.) (m.) (d.w.t.) (tons) 
euiku Denryoku §=280 14.0 12.6 2x 1,100 t.p.h. 
(buckets) 
juga Cement 250 10.0 9.0 2x 18.5 
wegasaki 205 95 86 18,000 1x6.4 
‘away 163.6 8.5 7.8 6,000 1x30 
1x5.0 
P| 390 7.3 6.8 2%x4,000 
asaki- Matsue 370 10.0 9.2 20,000 1x8.5 
@ Tsuruga — Hariyama North Section: 
gama (A) 130 8.0 Zi 5,000 
eyama (B) 240 12.0 10.8 30,000 1x46.5 
syama (C) 240 12.0 10.8 30,000 


fVEDORES: At least 24 hours prior notice excluding Sundays and 
‘ays required in order for Agent to arrange stevedores. Vessel must 
osiantly keep her Agent advised of ETA. If stevedores cannot 
mmence loading/unloading at time notified by the Agent, the orderers 
i pay for waiting time. If cargo gear not rigged on berthing, 
tedores will do same for ship's crew. Overtime surcharges 1630 hrs. 
-NWhrs. (60% additional of basic stevedorage), Sundays/holidays 
‘ additional). Rain/snow (10% additional of basic stevedorage). 
—EDICAL: No advance notice required unless urgent. 
'WKERS: No facilities for large tankers. 
ENSITY: Average density through year 1023. 
| RESH WATER: Available from wharf, and by barge. 
| MEL: Bonded oil will be brought from Moji with sufficient advance 
,} ee, when required. 
*NSULS: None. 
"PAIRS: Minor repairs only. 
ANGWAY/DECK WATCHMEN: Not 
| Bsengers or valuable cargo on board. 
ENINGICLOSING HATCHES: Stevedores carry out opening and 
*sng hatches. If any time lost by ship's crew doing this work, 
®edores charge ship for waiting. Recommend request stevedores for 
‘swork unless crew can complete it before berthing. 
'RTIFICATES: Ship's Register to show Customs Inspectors ship's 
tered gross and nett tonnages. Valid Cargo Gear Certificates 
™eimes required by stevedores when cargo gear maintenance 
‘ars to be poor. 
eels ALLOWANCES: Only allowed 50 cigarettes to take ashore 
% spirits. 
PORT: Distance 1 hour by train. 2 flights daily to Tokyo. 

: GMT plus 9 hours. Permanent. 
‘UCE/AMBULANCE/FIRE: Police, 2-4000; Ambulance and Fire, 


specially required unless 


REPHONES: Not available for placing on board. 

CES: Hold cleaning. 

E LEAVE: Local Immigration Offices issue shore pass valid for 
"7 days, but extension possible if ship stays longer. 
SNORITY: Tsuruga Port Administration Office, 2-1, Sakura-Machi, 
‘ga City, Fukui Pref. Tel: 0770-22-0369. 
NGENT: Sub-agents of Aall Barwil Agencies., 
rca Kairiku Unyu Kaisha Ltd., 2-10, Sakura-machi, Tsuruga City, 
‘ase Pref., 914 Japan. Tel: (0770) 22-3111. Telex: 5176-693 Kairik J. 
* (0770) 24-3065. Cables: Kairiku Tsuruga. 


JAPAN 


UBE:)33:06.N.10 1. 15,e. (See Plan) 


(A) UBE PORT 
(B) SEIBU SEKIYU SEA BERTH 


(A) UBE PORT 


DOCUMENTS: When vessel arrives direct from a foreign port, Customs 
Officials will board to search, and the following documents are to be 
submitted: 

Ship's Register. 

International Tonnage Certificate. 

Voyage Memo (Ports of Call). 

3 Crew Lists, including Passport numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship’s Agent will prepare Inward/Outward Declaration, Cargo Manifest 
and Cargo Manifest in Transit, using specific forms. Therefore ship's 
Agents should be provided with necessary information about details of 
cargoes in advance. 

PILOTAGE: Harbour pilotage not compulsory but recommended unless 
Master well acquainted with area. No Harbour Pilot stationed at Ube but 
Inland Sea Pilot will attend. 

Inland Sea pilotage should preferably be arranged through Agent by 
cable via Nagasaki Radio giving 72 hours’ notice. Urgent correction of 
ETA outside business hours should be cabled direct to Pilot station. 
Inland Sea Pilot Association covers all inland sea ports. Pilotage 
compulsory for vessels over 10,000 g.r.t. Pilots obtained from one of 
three Pilot stations dependent upon vessel's last port of departure and 
at Master’s discretion. Pilotage available throughout 24 hours and 
72 hours’ advance notice preferred, thereafter advising any alterations. 
Most Inland Sea Pilots also act as Harbour Pilots up to berth or 
anchorage at destination. 

Note: VHF communication available with Inland Sea Pilot Stations. Also 
see “Shipmaster’s Report” before first port. 

1. Wadamisaki, at entrance to Kobe (vessels transitting Kii Straits). 
Position Lat. 34° 34.09’ N., Long. 135° 11’ E. Cable address “Anjin 
Kobe”. 

2. Sekisaki, 3 miles South of Sekisaki Lighthouse. (Vessels transitting 
Bungo Channel). Position Lat. 33° 13'N., Long. 131°54'E. Cable 
address “Anjin Moji”. In the event of bad weather, recommended vessels 
proceed for shelter as near as possible, having due regard to safety, to 
Sekisaki Pilot Station. 

3. Hesaki, at East side of Kanmon (Shimoneseki) Straits. Position 
Lat. 33° 56’ 24” N., Long. 131° 03’ 12” E. 

ANCHORAGE: Off Ube (Lat. 33° 51.2’ N., Long. 131° 23.5’ E.). Sea 
bottom is mud. 


Depth 4m.-—7.5m. 7.5m.—10m. 

Sheltered 73,000 sq.m. 233,100 sq.m. 

Unsheltered 12,175,500 sq.m. 680,000 sq.m. 
RESTRICTIONS: Fairway: Dredged to 11.0m. depth. Length 


2.25 miles. 

(a) Outer harbour: No restriction. 

(b) Inner harbour: Berthing/unberthing is practicable only during 
daytime. 

(c) Deep draft vessels may berth at high water only. 
MAX. SIZE: See “Berthing” and “Tankers”. 
HEALTH: At first port of call in Japan, vessel must obtain Free Pratique. 
Quarantine Officers will attend vessel only from daylight to sunset and 
Master to show all Vaccination Cards, Derat Exemption Certificate. In 
case vessel arrives from cholera infected area within 10 days, Master 
must advise crew and passengers health condition to respective 
Quarantine Office through ship’s Agents prior to arrival and close all soil 
pipes before entering port. 
RADIO: Recommended Master communicates with Agents through 
Choshi Radio or Nagasaki Radio, which cover all ports in Japan. 
Westbound vessels to contact Choshi Radio, and Northbound vessels 
to contact Nagasaki Radio respectively. 
VHF: No facilities. 
TUGS: 4 tugs (2,400 h.p. — 3,200 h.p.) stationed at Ube. Other tugs 
available from Moji or Tokuyama. Tug’s lines used at no extra charge. 
RADAR: No port radar service. 
BERTHING: 


Name of Berth 


Max. 


Length Depth Draft Remarks 
m. 


(m.) (m) — (m) 
Public Okinoyama Wharf 370 10.0 10.0 
Public Shinkawa Wharf 185 10.0 10.0 
Public Shinkawa East 152 9.0 9.0 
Public Shinkawa West 270 13.0 13.0 
Public Shinwawa New 260 ras) rhe 
Public Shibanaka West 270 13.0 13.0 
Ube Cement Wharf 247 9.0 9.0 
Ube Kosan Chisso Wharf 188 9.0 9.0 
Ube Kosan No. 2 Pier 131 9.0 9.0 
Ube Kosan Urea Wharf 223 9.0 9.0 
Ube Kosan No. 5 Wharf 165 11.0 11.0 Discharge 
limestone. Max. 
30,000 d.w.t. 
Ube Kosan No. 6 Pier 260 13.0 13.0 Discharge coal 
in bulk. 
2 unloaders 
x 1,000 t.p.h. 
Central Glass Wharf 260 7.5 ips 
Public Shinmachi Wharf 260 75 Tits | 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, by 


CRANES: Mobile cranes up to 45 tons capacity available. 
STEVEDORES: At least 24 hours’ prior notice, excluding Sundays and 
holidays, required in order for Agent to arrange stevedores. Vessel must 
constantly keep her Agents advised of ETA. If stevedores cannot 
commence loading/unloading at time notified by the Agents, the orderers 
must pay for waiting time. If cargo gear not rigged on berthing, 
stevedores will do same for ship's crew at additional cost. Overtime 
surcharges 1700 hrs. — 1900 hrs. (50% additional of basic stevedorage), 
2100 hrs. — 0500 hrs. next morning (130% additional), Sundays/holidays 
(60% additional). 
MEDICAL: No advance notice required, unless urgent. 
DENSITY: 1025. 
TANKERS: See Part “B”. 
FRESH WATER: Good fresh water supplied either from water barge or 
from hydrants. From hydrants at wharves delivery rate about 30 t.p.h. 
Cost Yen 670/ton. 
FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 
Osaka Bay and Kanmon Port. At all other ports bunkers will be lightered 
from the nearest bunker stock ports at maximum 7 days prior notice. 
CONSULS: None. Marine Note of Protest possible at local Notary Public. 
REPAIRS: All types of repairs possible. 
DRY DOCKS: None. 
GANGWAY/DECK WATCHMEN: Not specially required, unless 
passengers or valuable cargo on board. 
OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches. If any time lost by ship's crew doing this work, 
stevedores charge ship for waiting. Recommend request stevedores for 
this work, unless crew can complete it before berthing. 
CERTIFICATES: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear maintenance 
appears to be poor. 
CUSTOMS ALLOWANCES: Only allowed 60 cigarettes to take ashore, 
but no spirits. 
CARGO GEAR: See “Certificates”, but no special requirements. 
REPATRIATION: Possible. 
AIRPORT: Ube Domestic Airport about 20 minutes by taxi. Only 5 flights 
daily to Tokyo. 
TIME: GMT plus 9 hours. No alterations made to clocks during year. 
HOLIDAYS: Public Wharves: Sundays and national holidays, no work. 

Ube Kosan No. 5 and 6: No holidays. 
POLICE/AMBULANCE/FIRE: Police 110; Ambulance/Fire 119. 

Public telephone booth available near the berth. 
TELEPHONES: Not possible to place telephone on board. 
SHORE LEAVE: Local Immigration Offices issue shore passes valid for 
only 15 days, when Ube is first port of call in Japan. Extension possible 
if ship stays longer. 
SERVICES: All services available. 
AUTHORITY: Ube Port Administration Office, 5-7, Minato-machi 
1-chome, Ube City, Yamaguchi Pref., Japan. Te/: (0836) 31-3311. 


AGENT: Sub-agents of Aall Barwil Agencies K.K. 

Green Shipping Ltd., Moji, 9-7, Minato-machi, Moji-Ku, Kitakyushu 
City, Fukuoka Pref., 801 Japan. Tel: (093) 321-4261. Telex: 7153-11 
Greenm J. Fax: (093) 321-4288. Cables: Greenship Moji. 


(B) SEIBU SEKIYU SEA BERTH 


LOCATION: Lat. 33° 49’ 48” N., Long. 131° 12’ 58.8” E. 

OPERATOR: Seibu Sekiyu Co. Ltd., Yamaguchi Refinery, 5 Nishioki, 
Onoda City, Yamaguchi Prefecture. Tel: 0836-88-1111. 

PORT LIMITS: Seibu Sekiyu’s SBM is located to the South of the 
recommended route, at the central part of the Suo-Nada, and is 
connected with Seibu Oil Refinery by 11,400 m. of submarine pipes. 
DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

5 copies Crew List. 

3 copies Passenger List. 

1 copy Stores List. 

3 copies List of Ports of Call (last 3 months). 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
pei radio, firearms/swords, etc. (only at first port of call in 

japan). 

Ship’s Agent will prepare Inward/Outward Declaration, Cargo Manifest 
for both discharge cargo and through cargo, using specific forms. 
Therefore, ship's Agent should be provided with necessary information 
about details of cargo in advance. 

PILOTAGE: Not compulsory, but M.S.A. recommend that Master takes 
a pilot, unless Master well acquainted with area. Inland Sea Pilot and 
Harbour Pilot can be arranged through Agent by telex. Inland Sea Pilot 
boards at Lat. 33° 13'N., Long. 131° 58'E., about 4 miles S.E. of 
Sekisaki Lighthouse. In final stage (ETA Sekisaki Pilot Station), vessel 
must radio Pilot Office at Moji, Telex: 715303 (Tel: 093-332-7191). VHF 
communication available with pilot station. Urgent correction of ETA 
outside business hours should be cabled direct to pilot station. Harbour 
Pilot boards at anchorage. 

ANCHORAGE: All vessels are requested to anchor about 1.0 miles — 
1.5 miles off and 110° from SBM, and wait there until commencement 
of shifting for mooring. The anchorage of Seibu Sekiyu’s SBM is in “The 
Open Port” area. Under Customs Law, the centre of isolated “Open 
Port”, the circular range of which is radius of only 500 m. around SBM. 
Out of this “Open Port” is “The Closed Port”, where vessel must comply 
with special Customs Law. While vessel is anchored, Ube Customs 
allows no traffic between shore and vessel before Customs formalities 
have been processed by Agent. Also the anchored vessel is not 
permitted to take on spare parts, food, bunkers, etc., until the vessel 
has entered “The Open Port”. 

MAX. SIZE: 259,999 tonnes s.d.w.t. 
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RESTRICTIONS: Traffic control and pre-notice are not r 

Berthing is practicable only during daytime and with Easter, U 
and unberthing is practicable during daytime. . 

Simultaneous ballasting and discharging of cargoes is 
However, a ballast pump with double segregation from CAFO is 
Dirty ballasting into cargo tanks is in principle daytime only, Diso 
of dirty ballast to shore tanks is not available. 

HEALTH: At first port of call in Japan, vessel must obtain Free 
Quarantine Officer will board vessel only during daytime 
vessel's Master is required to show Derat Exemption Certificates 
Register, Maritime Declaration of Health and Crew List. 

Radio Pratique is available. In order to obtain Radio Pl 
qualification, vessel's Master must have a Japanese Sanitary Inge in 
Certificate as well as Derat Exemption Certificate. In Cases wy A 
vessel arrives from cholera infected area within 10 days, Mase, 9 
advise respective Quarantine Office of the crew and Passenges, 4 
conditions through ship's Agent prior to arrival, and close all sy A 
before entering port. 

RADIO: Telex communication is available. In the case of jem 
Master communicates with Agent through Nagasaki Radio 4 4 
Radio, which cover all ports in Japan. It is advisable for 
vessels to contact Choshi Radio, and for Westbound vessels tom, TI 
Nagasaki Radio. 

TUGS: Two tugs of 3,000 h.p. for berthing and one tug for unte 
are used, in case of vessels less than 249,999 d.w.t. Three 
3,000 h.p. for berthing and one tug unberthing are used, in @ 
vessels over 250,000 d.w.t. 

In case of SBT tanker of 230,000 d.w.t. class, one tug will at 
her stern until sailing. 

BERTHING: Berth is an SBM and vessel requires a Panam, 
450 mm. x 600 mm. (standard), 350 mm. x 450 mm. (minimum § 
of mooring rope is 130 mm. diameter x 55m. x 2 lines, andg 
chain is 76 mm. diameter x 7.4m. x 2 chains. 

Derricks: All vessels are requested to have port main derrick rey F 
arrival (Derrick capacity: More than 20 tonnes). Fl 
Floating Hoses: Connected by shore hands and arranged by ree 
Discharging: Crude oil be discharged by 2 16 in. floating hoses; & 
ship's port side manifold. It's capacity is 5,000 kl./hr. and max U 
10,000 ki./hr. (9.0 kg./sq.cm.). Flange is ANSI 16in. 150P9 § 
connecting method is a Camlock. F 

Distance from bow to centre manifold is 130 m. to 170 m. (accept 4 
145 m. to 165 m. (standard). Distance from ship's side to manifolds 
is 4.0 m. to 4.6 m. (acceptable), 4.5 m. (standard). Height of me ¢ 
centre from working platform is 0.9 m. Flange spacing is 2.5m. } 

Vessel requires gas ejection of cargo lines by cargo oil circulatiy ¢ 
pumps. The vessel is required to hold 15,000 kl. of fresh crude 
final stage of cargo discharge, with which submerged line se 
flushed up to shore tank. Depth at berth is 20.2 m. Max. draft 2! 
is 19.6 m., and further safety requirements shall be maintaine’ 
forward draft must be maintained deeper than 6.0 m. for 130,00: 
vessels, 7.0m. for 200,000 d.w.t. vessels, 8.0 m. for 250,00: | 
vessels, 8.5 m. for 230,000 d.w.t. to 259,999 d.w.t. with SBT, alsor 
draft of 10.5 m., and proper trim must be maintained. D 
MEDICAL: No advance notice required, except on Sundays, hw 
and in an emergency. 

DENSITY: 1025. 

FRESH WATER: Arrangeable by barge at SBM. 

FUEL: Bunkering prohibited by refinery. 

REPAIRS: Some steel works and engineering companies can a 
minor repairs, but usually only parts are delivered at this port. 
DRY DOCKS: None. 

SURVEYORS: Cargo /nspectors: Nippon Kaiji Kentei Kyokai 
Marine Surveyors and Sworn Measurers Association), ™ 
Minatomachi 1-chome, Ube City, Yamaguchi Pref. Tel: 0836-324 

Shin Nihon Kentei Kyokai (New Japan Surveyors and § 
Measurers Association), No. 5-5, Minatomachi 1-chome, Ut: 
Yamaguchi Pref. Tel: 0836-33-1036. 

Class Surveyors: None at Ube. 
GANGWAY WATCHMEN: Not necessary. 
CUSTOMS ALLOWANCES: Each person may take 60 co 
ashore, but spirits may not be brought ashore. : 
REPATRIATION: Possible. 
AIRPORT: 20 minutes to Ube Airport by taxi. 5 flights per day 0" | 
Domestic flights only from Ube to Tokyo. International flights leat 
Fukuoka International Airport. - | 
TIME: GMT plus 9 hours. No alterations made to clocks during #* | 
HOLIDAYS: Public offices (Customs, Immigration, etc.) have hol § 
every Saturday, Sunday and usual Japanese national holidays 
POLICE/AMBULANCE/FIRE: Police 110, Ambulance and Fire! | 
EMERGENCY CO-ORDINATION CENTRE: Maritime § 1 
Association, Ube Branch. Tel: 0836-22-4999. 
TELEPHONES: Temporary marine telephone can be installed ai 
SERVICES: Charts, designated governmental forms and dow | 
notary public, etc. 0 
BANKS: Yamaguchi Bank, Onoda Branch, Nishi-Koendori, Om | 
Yamaguchi Pref., Japan 756. Tel: 0836-83-2007. 
SHIP SUPPLY SERVICE: Not available. L 
SHORE LEAVE: Allowed. a 
IDENTIFICATION CARDS: Shore passes can be arranged by i A 
Immigration Office through the vessel's Agent. Shore passes # 
for 15 days. 
a Special port regulations for tankers may be a" 
BM. 
AGENT: Sub-agents of Aall Barwil Agencies. ; 

Green Shipping Ltd., Moji, 9-7, Minato Machi, Moji-ku, Kitaky'S™ 
Fukuoka Pref., 801 Japan. Tel: 093-321-4261. Telex: ™ 
Greenm J. Fax: 093-321-4288. Cables: Greenship Moji. 

Seibu Marine Service K.K., c/o Yamaguchi Refinery, Seo ' 
Co.Ltd., No.5 Nishioki Onoda Shi, Yamaguchi Pref., 74 
Tel: 0836-88-1171. Telex: 6845-42 Mrsub J. Fax: 0836-88-11° 
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cHURA: 35.32 N. 135.30 E. (See Plan) 


ene stor (and International Tonnage Certificate, if Ship's 
ete does not show gross and nett tonnages). 
Port Clearance. 

ecrew Lists, including Passport numbers. 
passenger Lists. 
+ ores List. P 
‘neiarations of Crew's Baggage. 
‘TAGE: Not compulsory. Pilot available at Quarantine Anchorage 
vaytime hours only. — 

AGE: Quarantine Anchorage located 232° = 1,000 m. from 
sgmawashi Lighthouse (35° 32’ 48"N., 135° 29’ 44” E.), radius 


{rRICTIONS: Entry permissible day and night. 

at limitation in channel is 20.0 m. 

gu SIZE: See ‘“Berthing”. ? mes : 
gaLTH: Radio Pratique available. Ordinary quarantine inspection 
gsplace at anchorage. 

ms: 1 x 2,200 h.p. 


NG: 
| = Length 


Depth Capacity 


(m.) (m.) — (d.w.t.) 

aplic Berth No.1 160 9.0 15,000 

| apiic Berth No.2 160 9.0 15,000 
Position: 

yoy No.1 35° 31' 57” N., 135° 30'07”E. 20.0 15,000 

noy No.2 35° 31’ 48" N., 135° 30’ 12” E. 20.0 15,000 


au¢DORES: Normal working hours: 0830 hrs. — 1700 hrs. 
upour available on Sundays and holidays, if required. 
angs available. 
WATER: Not available. 
4fL:; Not available. 
®AIRS: Minor repairs possible. 
SNERAL: Immigration: Attend from Maizuru. 
ering: Not possible. 
joes: Available. 
taing Crane: Not available. 


WENT: Sub-agents of Aall Barwil Agencies. 

whonkai Koun Co.Ltd., 79-1, Aza Minato, Otoumi, Takahama-cho, 
egun, Fukui Pref., 919-23 Japan. Tel: (0770) 76-1111. Telex: 5177- 
= Nkkoun J. Fax:(0770) 76-1114. Cables: Nihonkaikoun 
jutakahama. 


NO: 34.29 N. 133.57 E. 


NCUMENTS: 
Sno's Register. 
‘copy Voyage Memo (last 3 months). 
ast Port Clearance. 
iCrew Lists, including Passport numbers. 
iPassenger Lists. 
‘Stores List. 
‘Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
ot jaamld radio, firearms/swords, etc. (only at first port of call in 
an). 
Ship's Agent will prepare Inward/Outward Declaration, 1 Cargo 
‘nfest and Cargo Manifest in transit using specific forms. Therefore 
ts Agent should be provided with necessary information about details 
ttaigoes in advance. 
TAGE: Harbour pilotage is not compulsory, but recommended in 
of rapid current. Pilotage compulsory in Osaka Bay, Inland Sea 
*Kanmon Straits for vessels over 10,000 g.r.t. 
's obtained from one of three pilot stations, dependent upon 
%el’s last port of departure, and at Master's discretion. 
Most Inland Sea Pilots act as harbour pilots up to berth or anchorage 
"estination. Harbour pilots available from sunrise to sunset. 
Tomogashima, entrance to Osaka Bay. Position Lat. 34° 10’ N., 
29.135°00'E. Osaka Bay Pilot boarding up to Wadamisaki. 
vaphic address: “Baypilot Kobe”. Tel: (078) 321-2200. Telex: 5622- 
"| Advance ETA notice: 12 hours. VHF: Channel 16. 
Nadamisaki, entrance to Kobe. Position Lat. 34°35’0"N., 
20.135° 08' 24” E. Inland Sea Pilot boarding up to destination. 
saraphic address: “Anjin Kobe”. Tel: (078) 391-7191. Telex: 5623- 
"| Advance ETA notice: 24 hours. VHF: Channel 16. 
la Kisaki, entrance from  Bungo Channel. Position 
2 0" N., Long. 131° 55’ 38” E. Inland Sea Pilot boarding up to 
peal Telegraphic address: “Anjin Moji”. Tel: (093) 332-7191. 
*:7153-03. Advance ETA notice: 24 hours. VHF: Channel 16. 
: Mutsure, entrance to Kanmon Straits. Position Lat. 33° 58’ 30” N., 
ae 130° 52’ 12” E. Kanmon Pilot boarding up to Hesaki. Telegraphic 
ond Kanmonpilot Moji”. Tel: (093) 332-2384. Telex: 7153-13. 
ce ETA notice: 24 hours. VHF: Channel 16. 
ki, East side of Kanmon Straits. Position Lat. 33°57’ N., 
9.131°03' E. Inland Sea Pilot boarding up to destination. 
“graphic address: “Anjin Moji’’. Tel: (093) 332-7191. Telex: 7153-03. 
Wenn ETA notice: 24 hours. VHF: Channel 16. 
RAGE: Bottom: Sand or shell. 
Position from 


(See Plan) 


herd Anchorage Depth Tobisu Beacon Max.LOA 

tl hipyarcne 20.0 m. 323° — 700 m. 150 m. 

bo re 

\ ; [Closed Port) 22.0 m. 165°— 1,000 m. 180 m. 
chorage 29.0m 023° — 850 m. 180 m. 


JAPAN 


RESTRICTIONS: No restrictions on entry and berthing by Port 

Authorities, but with pilot, entry is restricted to daytime only, and berthing 

only at slack tide. 

Draft restrictions are as follows: 

Vessel's draft: Over 12.0 m. Bottom clearance at berth: 10%. 
9.0m.—12.0m. Bottom clearance at berth: 8%. 
Under 9.0 m. Bottom clearance at berth: 5%. 

MAX. SIZE: See ‘“Berthing”. 

HEALTH: Vessels usually anchor at Wadamisaki (off Kobe), where the 

Authorities board and grant Free Pratique. 

Quarantine Officials not stationed in the port, therefore, vessel has to 
pass a quarantine inspection at Kobe (Quarantine) Anchorage 
(Lat. 34° 38’ 20” N., Long. 135° 10’ 45” E.) when vessel coming through 
the Kii Channel, Matsuyama, Mizushima, Sakaide or any other “Q” port 
when coming through the Bungo Channel, or Mutsure “Q"” Anchorage 
(Lat. 33° 59’ 31” N., Long. 130° 53’ E.) when vessel coming through the 
Japan Sea. 

Vaccination is available at local hospital. If vessel requires sanitary 
inspection, Officials come from Mizushima. 

RADIO: Recommended Master communicates with Agent through 
Choshi Radio (Call Sign JCS. Telex: 3782-600) or Nagasaki Radio (Call 
Sign JOS), which cover all ports in Japan. Westbound vessels to contact 
Choshi Radio, and Northbound vessels to contact Nagasaki Radio 
respectively. 

VHF: Nearby facilities are “Mizushima Port Radio” on Channel 16, and 
“Sakaide Port Radio” on Channel 16. 

RADAR: Bisan Seto Traffic Advisory Service Centre, located at 
Lat. 34° 17’ 59.8” N., Long. 133° 49’ 26.1” E., provides mariners with 
navigational information on movement of vessels, weather conditions, 
marine notices, etc., and controls traffic flow in restricted waterways. 
TUGS: eae join vessel at Outer Harbour area. Tug’s lines used. 
BERTHING: 


Draft Cargoes 

Berth Length Depth (Salt) handled 
(m)  (m) —(m,) 
Tai-A 240 12.0 10.9 Logs 
Tai-B 240 12.0 10.9 Not specified 
Tai-C 240 12.0 10.9 Not specified 
Tai-D 185 10.0 9.2 Not specified 
Uno No.3 Pier 185 10.0 09.2 Not specified 
CRANES: No shore cranes installed, ship's gear used. 


SPECIALISED CARGO HANDLING FACILITIES: None. 

BRIDGES: None. 

STEVEDORES: Orders for gangs must be given to stevedores by 
1500 hrs. on day prior to working, sopra. beer dace a and holidays. 

Normal working hours: 0830 — 1630. ertime work depends on 
availability of gangs. 

MEDICAL: Advance notice preferable. Hospital and dentist are available 
from 0900 hrs. — 1200 hrs., and 1500 hrs. — 1800 hrs. on weekdays, and 
in an emergency. 

TANKERS: No facilities. 

DENSITY: Summer — 1023, Winter — 1025. 

FRESH WATER: Available from shore hose. Cost Yen 270/ton. 
FUEL: Bonded fuel is available from main ports or oil station by barge. 
FIRE PRECAUTIONS: No particular precautions. 

CONSULS: No consuls. Marine Note of Protest can be attested by local 
notary public in Okayama. 

REPAIRS: All types of deck and engine repairs are possible. 

DRY DOCKS: Mitsui Tamano No. 3 Dock: Length 209 m. Beam 31.5 m. 
Depth 9.75 m. Max. size 46,000 d.w.t. (27,000 g.r.t.). 

SURVEYORS: (1) General cargo inspectors in Japan: INTECO, S.G.S., 
NKKK and SK. 

(2) Hull surveyors available from Kobe. 

GANGWAY/DECK WATCHMEN: Not specially required. 

HATCHES: Opening/closing is normally carried out by stevedores. 
CERTIFICATES: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear maintenance 
appears to be poor. 

CUSTOMS ALLOWANCES: Only allowed 60 cigarettes to take ashore, 
but no spirits. 

CARGO GEAR: Load/discharge effected by ship’s gear. 
REPATRIATION: Possible. 

AIRPORT: 42 km. to Okayama Airport. Regular airline service to Korea 
only, 4 flights per week. 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 
HOLIDAYS: National holidays: January 1st and 15th; February 11th; 
March 20th; April 29th; May 3rd and 5th; September 23rd; October 10th; 
November 3rd and 23rd. 

Local holidays: Year End, New Year (about 5 days), around August 
15th (about 3 days). Cargo work cannot be arranged on those days. 
POLICE/AMBULANCE/FIRE: Police 110; Ambulance and Fire 119. 
TELEPHONES: Telephones can be placed on board at 3 days notice. 
Cost of installation plus daily rental plus charges for calls. 

SERVICES: Most services available from Kobe area. 

BANKS: Chugoku Bank, Uno Branch, 1-10-10, Chikko, Tamano City, 
Okayama Pref. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Shore passes issued. 

DELAYS: See “Restrictions”. 

DEVELOPMENTS: Passenger ship berths will be constructed in about 
10 years: 30,000 gross ton class (10m. depth, 280m. length) and 
3,000 gross ton class (5 m. depth, 120 m. length). 

AUTHORITY: Uno Port Administration Office, 1-8-9, Uno, Tamano City, 
Okayama Pref., Japan. Tel: (0863) 31-3211. 

AGENT: Sub-agents of Aall Barwil Agencies, Tokyo. 

Naigai Unyu Co. Ltd., Tamano Shoko Kaikan, 1-2-2, Chikko, Tamano 
City, Okayama Pref., 706 Japan. Tel: (0863) 31-2211. Telex: 594-6869 
Naigai J (Domestic). Fax: (0863) 31-2214. Cables: Naigai Tamano. 
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WAKAMATSU: 33.54 N. 130.48 E. (See “Kanmon-Ko”). 
(See Plan) 


DOCUMENTS: When vessel arrives direct from a foreign port, Customs 
Officials will board to search, and the following documents are to be 
submitted: 

Ship's Register. 

International Tonnage Certificate. 

Voyage Memo (Port of Call). 

Last Port Clearance. 

3 Crew Lists, including Passport numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship's Agent will prepare Inward/Outward Declaration, Cargo Manifest 
and Cargo Manifest in Transit, using specific forms. Therefore ship's 
Agent should be provided with necessary information about details of 
cargoes in advance. 

PILOTAGE: Compulsory. Harbour Pilots and Inland Sea Pilots are 
available at the pilot station or quarantine anchorage. Mutsure Pilots 
Station: Lat. 33° 59’ 30” N., Long. 130° 53’ 00” E. Inland Sea pilotage 
should preferably be arranged through Agent by cable via Nagasaki 
Radio giving 72 hours’ notice. Urgent correction of ETA outside business 
hours should be cabled direct to pilot station. Inland Sea Pilot 
Association covers all Inland Sea ports. Pilotage compulsory for vessels 
over 10,000 g.r.t. Pilots obtained from 1 of 3 pilot stations dependent 
upon vessels last port of departure and at Master's discretion. Pilotage 
available throughout 24 hours and 72 hours advance notice preferred, 
thereafter advising any alterations. Most Inland Sea Pilots also act as 
Harbour Pilots up to berth or anchorage at destination. 

Note: VHF communication available with Inland Sea pilot stations. 
Also see “Shipmaster’s Report” before first port. 

1. Wadamisaki, at entrance to Kobe (vessels transiting Kii Straits). 
Position Lat. 34° 34.09’ N., Long. 135°11'E. Telegraphic address 
“Anjin Kobe”. 

2. Sekisaki, 3 miles South of Sekisaki Lighthouse. (Vessels transiting 
Bungo Channel). Position Lat. 33° 13’ N., Long. 131° 54’ E. Telegraphic 
address “Anjin Moji’. In event bad weather, recommended vessels 
proceed for shelter as near as possible having due regard to safety, to 
Sekisaki Pilot Station. 

3. Hesaki, at East side of Kanmon (Shimoneseki) Straits. Position Lat. 
33° 56’ 24” N., Long. 131° 03’ 12” E. 

ANCHORAGES: No. 5 Section, Wakamatsu. Depth 9m. — 11m. 
Capacity (ort) 15,000 x2. Also quarantine anchorage. 
RESTRICTIONS: Pilots not available after sunset. Entry and Sailing are 
controlled by the one-way signals as follows: 

Entry: 0800 to 1100 hrs.; 1300 to 1500 hrs. 1 hour before sunset to 
sunset. 

Sailing: Sunrise to 0800 hrs.; 1100 to 1300 hrs.; 1500 hrs. to 1 hour 
before sunset. Sunset to 0800 hrs. Easterly winds prevail in warm 
season, dense fog prevails sometimes in Spring and Winter, but 
generally clears in a few hours in the morning. Tidal range about 1.5 m. 
and current in leading channel about 1.5 — 2.5 knots, but no current in 
port. Due to narrow channel leading to main harbour and shallow water 
at entrance of channel, length and draft of vessels are generally limited 
(See “Berthing”). 

Fairway leading into main harbour about 200 m. wide and 2 miles 
long, running parallel to a breakwater and reclaimed land. In this 
channel, as in main harbour and fairway, vessels observe only one-way 
traffic and on an outgoing signal from the shore, wait outside for outgoing 
vessel until channel is cleared. Vessels with draft of more than 8.5 m. 
can enter/depart only at high tide. Entry permitted only from sunrise and 
vessel to be berthed before sunset. Night departure prohibited, but at 
HD1-5 Wharf, vessel can depart at night up to 2200 hrs. This vessel 
must be less than 5,000 g.r.t., and moored port side alongside. 

MAX. SIZE: See “Berthing”. 

HEALTH: At first port call in Japan, vessel must obtain Free Pratique. 
Quarantine Officers will attend vessel from 0830 hrs. to 1630 hrs., only 
at anchorage. Master to show all Vaccination Cards and Derat 
Exemption Certificate. In case vessel arrives from cholera infected area 
within 10 days, Master must advise crew and passengers’ health 
condition to respective Quarantine Office through ship's Agent prior to 
arrival, and close all soil pipes before entering port. 

Others see “Moji”. 

RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio, which cover all ports in Japan. 
Westbound vessels to contact Choshi Radio, and Northbound vessels 
to contact Nagasaki Radio respectively. 

VHF: Shimonoseki Port Radio Station on Channels 16, 12, 14, 20 and 
22. Pilots on Channel 13. 

TUGS: See “Moji”. 

BERTHING: 


Max. Size Cargo 
Name of Berth Length Depth Draft LOA Handled Cranes 
. —  (m) (m) (m) (Mm) 

Makiyama Asahi Dangerous 1x3 tons, 

Glass 140 7.0 68 140 cargo 2x2.3 tons 
Makiyama Asahi 1x3 tons, 

Glass 150 85 85 166 Salt Wharf 1x2 tons 
Tobata Shoko 

Public 150 6:6. 8.6) 150 
Mitsubishi 

Chemical OKI 160 84 84 160 2x4 tons 
Mitsubishi 

Chemical OKR 180 83 83 160 1 shiploader 
Kurosaki-Kokyo 

Wharf OD1 140 8.0 80 150 
Kurosaki-Kokyo 

Wharf OD2 120 70 7.0 120 
1172 


Max. Size Cargo 

Name of Berth Length Depth Draft LOA Handled Crane AD 

(m.) (m.)  (m.) (m) ri 
Dolphin Wharf HD1 10.0 9.0 190 Logs ‘or 
Dolphin Wharf HD2 10.0 9.0 170 Logs W 
Dolphin Wharf HD3 10.0 9.0 200 Logs 
Dolphin Wharf HD4 10.0 9.0 162 Logs, scrap sod 
Dolphin Wharf HD5 9.0 82 144 General ad 


No capacity limits at berths, but subject to draft. 


under bridge. 

STEVEDORES: At least 24 hours prior notice excluding Sunday, 
holidays required in order for Agent to arrange stevedores. Vesta, 
constantly keep her Agent advised of ETA. If stevedores 
commence loading/unloading at time notified by the Agent, the 
must pay for waiting time. If cargo gear not rigged on 
stevedores will do same for ship's crew at additional charge. 
surcharges 1700 hrs. — 1900 hrs. (50% additional of basic Stevedon 
2100 hrs. — 0500 hrs. next morning (130% additional), Sundaysihoig 
(60% additional). 

MEDICAL: No advance notice required unless urgent. All type 
hospitals available. 

TANKERS: No tanker berths. 

DENSITY: Average density in port about 1019 — 1021 in Sm 
season; 1025/1026 in Winter season. 

FRESH WATER: Fresh water supplied either from water barge o> 
hydrants. Rate of delivery: 50 t.p.h. — 60 t.p.h. ex-barge. Min 
quantity at all berths, 30 tons. 

FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, |e} 
Osaka Bay and Kanmon Port. At all other ports, bunkers will be lights 
from the nearest bunker stock port at 7 days prior notice. 
CONSULS: See “Yawata”. 

REPAIRS: All types of repairs possible. 

DRY DOCKS: Mitsubishi Heavy Industries Ltd., 4 dockyards (No.§) 
4 for small vessels). 


s 
4 
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Max. Size of Vessels 


Dimensions of Docks Docking 
Length Breadth Draft Length Breadth Da ol 
(m.) (m.) — (m.) (m)  (m) 
No.1 Dock 164.13 25.0 7.04 160.00 22.50 5§ di 
No.2 Dock 150.10 20.0 6.88 143.00 19.30 59 T 
GANGWAY/DECK WATCHMEN: Not specially required w i 
passengers or valuable cargo on board. 4 


OPENING/CLOSING HATCHES: Stevedores carry out opening) 9 
closing hatches. If any time lost by ship’s crew doing this « 
stevedores charge ship for waiting. Recommend request stevedor 4 
this work unless crew can complete it before berthing. 
CERTIFICATES: Ship's Register to show Customs Inspector » ™ 
registered gross and nett tonnages. Valid Cargo Gear Certfe 
sometimes required by stevedores when cargo gear maintew 
appears to be poor. 

CUSTOMS ALLOWANCES: Only allowed 60 cigarettes to take av 8 
but no spirits. 


REPATRIATION: Possible. a 
AIRPORT: Nearest is Fukuoka Airport, which is about 2 hours by! 
and taxi. Kitakyushu Airport about 40 minutes by taxi. Ss 


TIME: GMT plus 9 hours. No alterations made to clocks during ys 5 
POLICE/AMBULANCE/FIRE: Police 110; Ambulance and Fire {ii 5 
Defence/Rescue Department: Tel. 093-761-4353. S 
Public telephone booth available near some berths. S 
TELEPHONES: Possible to place telephones on board. 
SHORE LEAVE: Local Immigration Offices issue shore passes vat S 
only 15 days, when Wakamatsu is first port of call in Japan. Exes 
possible if ship stays longer. s 
SERVICES: All services available. x 
DEVELOPMENTS: Land reclamation N.E. Wakamatsu for dist 
wharves (coal/iron ore). Depth to be 12 m. a 
AUTHORITY: Kitakyushu Port & Harbour Bureau, 2-7 Nishi-te ™ 
1-chome, Moji-ku, Kitakyushu-City, Fukuoka Pref., 801 Japan. Tel! 
321-5941. FAX: (093) 321-5915. 


AGENT: Sub-agents of Aall Barwil Agencies. 

Green Shipping Ltd., Moji, 9-7, Minato Machi, Moji-ku, Kitakyushu! 
Fukuoka Pref., 801 Japan. Tel: (093) 321-4261. Telex: 7/9 
Greenm J. Fax: (093) 321-4288. Cables: Greenship Moji. 
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WAKAYAMA: 34.13 N. 135.08 E. 


DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

3 Crew Lists, including Passport Numbers 

3 Passenger Lists. 

1 Stores List. } 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, 
wrist-watch, radio, firearms/swords, etc. (only at first port of 
Japan). 

Ship’s Agent will prepare Inward/Outward Declaration, | 

Manifest and Cargo Manifest in transit using specific forms. 
ship's Agent should be provided with necessary information about 
of cargoes in advance. 
PILOTAGE: Wakayama-Shimotsu licensed Pilots. ETA adv 
Agent. Pilot boards 1,500 m. — 2,500 m. off Wakayama Brea 
Chart Nos. 1150 and 1143 (Japanese Maritime Safety Board). Nv 
boat. Pilot boards from tug. 


3% 


R 


aa 


HORAGES: For waiting Pilot and/or berth (nature of bottom, sand 
«win mud.) Four anchorage points for large vessels (ore carriers 
”“ Metal) over 30,000 tons gross are provided by the Port 
pore Agents must apply for one when required. The position of 
#Soom the lighthouse (flashing white) in the Southern sector of the 
e. as follows: 
"° “A” — 3,000 m. — 255° 
“B" — 3,500 m. — 272° 
“C" — 4,100 m. — 283° 
“D" — 4,800 m. — 292° 
vessels are required to anchor in position (approx.) Lat. 

/q 30° N., Long. 135° 06’ 30” E. or nearer the shore if possible. 
a Log Carrier): 2,000 m. 245° and 230° from Red lighthouse; 
about 22 m._ f fh 
@IRICTIONS: Pilot available daytime only. Channel depth, (Southern 

) 9.0 m; (Northern Section) 14.0 m. 

sizE: (Wakayama Log Carrier): South Section, LOA 160 m., 
gn dwt. draft 9.0m.; LOA 200m., 35,000 d.w.t., draft 9.0 m. 
spitomo Metal Pier, South Section): LOA 300 m., 100,000 d.w.t. or 
0 d.w.t. with part load, draft 14.0 m. 

» Recommended Master communicates with Agent through 
ss Radio or Nagasaki Radio or Kobe Radio which cover all ports 
“wan. If specifically Westbound vessel, to contact Choshi, and 
yenound to contact Nagasaki Radio or Kobe Radio respectively. 
| TH: Radio Agent for Free Pratique not less than 12 hours and not 
| ae than 36 hours before arrival, advising full details of vessel and 

«condition on board. When Free Pratique is granted by radio vessel 
we required to submit the following documents to Quarantine Officer 


x 


time Declaration of Health. 

dew List. 

mssenger List. 

jxcination List. 

%e following vessels will not be able to get Radio Pratique: 

iyesse! that does not have a Japanese Sanitary Certificate on board. 
iyessel that has been in contact with an infected area, or a suspected 
ded area within 15 days of arrival. 

tayessel has on board any case, or suspected cases, of infectious 
sase within 15 days of arrival. 

™$: Tug assistance normally commences from outer harbour. Tug 
mused and charge included in towage. 8 tugs available, up to 
™hp.BERTHING: No specific requirements. Pilot boarding time will 
yoified by ship's Agent mainly by radio. 


Max. Size 
it Length Depth LOA Draft 
(m.) (m.) (m.) (m.) 
watuto No. 1 185 10.0 175 8.5 
No. 2 185 10.0 175 8.5 
No. 3 185 10.0 175 9.0 
No. 4 185 10.0 175 9.0 
MK HANDLING FACILITIES: North Port: 
Max. 
xh d.w.t. Length Depth Cranes 
\mtomo Metal A 18,000 + oO 
wm eta " F 
iniomo Metal B 160,000 365 14.0 Peace spay 
imtomo Metal C_ 160,000 274 14.0 soln 
imtomoMetalD 40,000 215 12.0 peat: 
imtomo Metal E 26,000 fe 11.00 
r (LOA) (Max. draft) 
intomo MetalF 18,000 180 9.30 | 2X20 tons 
(LOA) (Max. draft) 


TEVEDORES: At least 24 hours prior notice excluding Sundays and 
‘says required in order for Agent to arrange stevedores. Vessel must 
‘santly keep her Agent advised of ETA. If stevedores cannot 
‘ence loading/unloading at time notified by the Agent, the orderers 
“Spay for waiting time. If cargo gear not rigged on berthing, 
®edores will do same for ship's crew. Overtime surcharges 1630 — 
‘Dhrs. (60% additional of basic stevedorage), 2130 — 0400 hrs. next 
"ng (130% additional), 0400 — 0830 hrs. (60% additional), Sundays/ 
“ys (100% additional). 

AL: No advance notice required unless urgent. 
\KERS: Wakayama Northport (LPG Dolphin): Sumitomo Metal: Max. 
oy Max. LOA 230 m., Max. draft 12.0 m., 1x12 in. (butane), 

: 1025 — 1030. 
oy WATER: Available alongside and Water boat, capacity 90 tons. 
‘U: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 
eBay and Kanmon Port. At all other ports bunkers will be lightered 
the wine bunker stock ports at maximum 7 days prior notice. 
: None. 

"PAIRS: Minor repairs only. Suwa Shipyard Co., Ltd. 
wy 0734-31-1694. 
‘ K: None. 
“NGWAY/DECK WATCHMEN: Not specially required unless 
pews or valuable cargo on board. 

INGICLOSING HATCHES: Stevedores carry out opening and 

hatches. If any time lost by ship's crew doing this work, 

ty "es charge ship for waiting. Recommend request stevedores for 
‘Ere unless crew can complete it before berthing. 

FICATES: Ship's Register to show Customs Inspector ship's 
&d gross and nett tonnages. Valid Cargo Gear Certificates 
mes “ow hee by stevedores when cargo gear maintenance 


er Sto poor. 
ty “pd ALLOWANCES: Only allowed 200 cigarettes to take ashore 
4 Week but no spirits. 
TRIATION: Possible. 
Meg ‘Itami, Osaka, about 3 hours by car. 
ice plus 9 hours. No alterations made to clocks during year. 
AMBULANCE/FIRE: Police, 110; Ambulance/Fire, 119. 


JAPAN 


SHORE LEAVE: Local Immigration Offices issue shore passes valid for 
only 15 days. Extension possible if ship stays longer. 
DEVELOPMENTS: Public Wharf with depth 12.0 m. under construction 
in Southern Section (Minami-Ku). 

AUTHORITY: Wakayama Shimotsu Port Administration Office, 22, 
Chikko 6-chome, Wakayama City. Te/: (0734) 31-7266. 


AGENT: Sub-agents of Aall Barwil Agencies. 

Sumikin Transport Service Co. Ltd., 1850, Minato, Wakayama City, 
Wakayama Pref. 640, Japan. Tel: (0734) 51-5156. Telex: 5542-161 
Smikai J. Fax: (0734) 51-5150. Cables: Shipsumikin Wakayama. 

Shimamoto & Co. Ltd., 5-7, Chikko, Wakayama City, Wakayama 
Pref. 640, Japan. Tel: (0734) 22-5111. Telex: 5542-151 Simawk J. 
Fax: (0734) 22-5114. Cables: Shimamoto Wakayama. 


WAKKANAI: 45.25 N. 141.42 E. 


DOCUMENTS: 
Ship’s Register (and International Tonnage Certificate, if Ship's 
Register does not show gross and nett tonnages). 
Last Port Clearance. 
6 Crew Lists, including Passport numbers. 
4 Passenger Lists. 
2 Stores Lists. 
2 Declarations of Crew's Baggage. 
PILOTAGE: Not compulsory. Pilot is only available from Kushiro with 
sufficient advance notice. 
ANCHORAGE: Quarantine Anchorage. 
RESTRICTIONS: Draft limitation in channel is 8.0 m. 
HEALTH: Radio Pratique available. Ordinary quarantine inspection 
takes place at the Quarantine Anchorage. 
TUGS: 11,500 h.p., 1x1,000 h.p., 1x450 h.p., 2x350h.p. and 


(See Plan) 


1x 100 h.p. 
BERTHING: 
Name of Berth Length Depth Max. Size 
(m.) (m.) (g.r.t.) 
No. 1 Wharf 181 §.5 22,000 
No. 2 Wharf P. 1 100 6.5 12,000 
Pte = too v0 15,000 
No. 3 Wharf P. 1 180 5.5 22,000 
Pel) vii o. 7.5 15,000 
No. 4 Wharf P. 1 185 10.0 1x 15,000 
Dolphin (Shinko) 153 8.0 15,000 


STEVEDORES: Normal working hours: 0800 hrs. — 1700 hrs. 
Log gangs available. 
FRESH WATER: Available. 
FUEL: Domestic oil is available. Bonded oil has to be brought from 
Hakodate or Muroran, with sufficient notice. 
GENERAL: /mmigration: Authorities come from Kushiro. 
Lightering: Not possible. 
Floating Crane: Not available. 
Stores: Available. 


AGENT: Sub-agents of Aall Barwil Agencies. 

Nippon Express Co.Ltd., Sales Dept., Kaiun-cho, Wakkanai City, 
Hokkaido, O97 Japan. Tel: (0162) 23-2651. Fax:(0162) 23-2666. 
Cables: Nexco Wakkanai. 


YATSUSHIRO: 32.30 N. 130.05 E. (See Plan) 


PORT LIMITS: The sea surrounded by the circle with a radius of 
5,000 m. centred upon the triangulation point on Kagashima Island 
(28.7 m. high), the lines West to the respective bridges on the lowest 
Mae-kawa and Kuma-gawa, and the coast. 

DOCUMENTS: When vessel arrives direct from a foreign port, Customs 
Officials will board to search, and the following documents are to be 
submitted: 

Ship's Register. 

International Tonnage Certificate. 

Voyage Memo (Ports of Call). 

3 Crew Lists, including Passport numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship's Agents will prepare Inward/Outward Declaration, Cargo 
Manifest and Cargo Manifest in Transit, using specific forms. Therefore, 
ship's Agents should be provided with necessary information about 
details of cargoes in advance. 

PILOTAGE: Not compulsory for entering or leaving. Pilot station (acting 
also as an Agent for foreign vessels): 

Yatsushiro Branch Office of the Nippon Tsuun K.K. located at 262-15 
Minato-machi, Yatsushiro City, Kumamoto Pref. Tel: 0965-37-0011. 

Kokoku Unyu K.K. located at 262 Minato-machi, Yatsushiro City. 
Tel: 0965-37-1101. Telex: 767503 Kounki J. 

Yatsushiro Branch office of Kitakyushu Unyu K.K. located at 3-2 
Tatema, Yatsushiro City. Tel: 0965-37-1221. Telex: 767592 Yatsushiro 
Kitakyuunma. 

Yatsushiro Koun K.K. located at 9-4 Asahichuo-dori, Yatsushiro City. 
Tel: 0965-35-2233. Telex: 767506. 

Bay Pilot boarding at Lat. 32° 11’ N., Long. 130° 05’ E. 

Harbour Pilot boarding at Lat. 32° 28’ N., Long. 130° 29’ E. 
ANCHORAGES: Within port limits. 

RESTRICTIONS: A Pilot is not available after dark, also his availability 
depends on the tidal conditions. 
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MAX. SIZE: Max. d.w.t. 40,000 tons. The tidal difference between high 
and low water is 4.3 m. 

HEALTH: At first port of call in Japan, vessel must obtain Free Pratique. 
Quarantine Officers will attend vessel only from daylight to sunset, and 
Master to show all Vaccination Cards and Derat Exemption Certificate. 
In case vessel arrives from cholera infected area within 10 days, Master 
must advise crew and passengers’ health condition to respective 
Quarantine Office through ship's Agent prior to arrival, and close all soil 
pipes before entering port. 

All the necessary procedures must be undertaken at the Yatsushiro- 
Minamata Branch Office of the Nagasaki Quarantine Station. Radio 
Pratique available. 

RADIO: Recommended that Master communicates with Agent through 
Choshi Radio or Nagasaki Radio, which cover all ports in Japan. 
Westbound vessels to contact Choshi Radio and Northbound vessels 
to contact Nagasaki Radio respectively. 

TUGS: 3 tugs available. 1x500 h.p. owned by the Jonan Unyu K.K., 
12,000 h.p. from Misumi, and 13,200 h.p. from Nagasaki. 
BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship’s Agents mainly by radio. 


Name of Berth Length Depth Max.Draft 
(m.) (m.) (m.) 
Quary A 130 7.50 7.30 
B 130 7.50 7.30 
Cc 165 9.00 8.80 
D 185x4 10.00 9.50 
= 240 12.00 11.80 


CRANES: 10 mobile cranes and 20 shovel loaders. 
As a rule, when a vessel is secured alongside Quays A, B, C, D and 
E there is no need to use the ship’s own gear. However, it may 
sometimes be necessary to use the ship’s gear during loading and 
unloading. 
STEVEDORES: At least 24 hours’ prior notice, excluding Sundays and 
holidays, required in order for Agent to arrange stevedores. Vessel must 
constantly keep her Agent advised of ETA. If stevedores cannot 
commence loading/unloading at time notified by the Agent, the orderers 
must pay for waiting time. If cargo gear not rigged on berthing, 
stevedores will do same for ship's crew, at additional cost. Overtime 
surcharges 1700 hrs. — 190 hrs. 50% additional of basic stevedorage; 
2100 hrs. — 0500 hrs. next morning, 130% additional; Sundays/holidays 
100% additional. 
MEDICAL: No advance notice required, unless urgent. 
FRESH WATER: Available from the water supply facilities operated by 
the Kumamoto Prefecture. 
CONSULS: No local representation. Marine Note of Protest can be 
attended by local notary public. 
REPAIRS: Not possible. 
DRY DOCKS: Not available. 
SURVEYORS: Not available. 
GANGWAY/DECK WATCHMEN: Not specially 
passengers or valuable cargo on board. 
OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches (according to charter party). If any time lost by ship's 
crew doing this work, stevedores charge ship for waiting. Recommend 
inti stevedores for this work, unless crew can complete it before 
berthing. 
CERTIFICATES: Ship's Register to show Customs Inspector ship’s 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores, when cargo gear maintenance 
appears to be poor. 
CUSTOMS ALLOWANCES: Only allowed 60 cigarettes to take ashore, 
but not spirits. 
REPATRIATION: Yatsushiro Branch Office of the Fukuoka Immigration 
office arranges necessary repatriation. 
AIRPORT: Kumamoto Airport (about 70 km. distance). Domestic flights 
only (ANA and JAS). 
TIME: GMT plus 9 hours. No alterations made to clocks during year. 
HOLIDAYS: 1st January, 15th August. 
POLICE/AMBULANCE/FIRE: Police 110; Ambulance and Fire 119. 
Public telephone booth available near by the berth. 
EMERGENCY CO-ORDINATION CENTRE: Yatsushiro Branch Office 
of the Misumi Maritime Safety Department. Tel: 0965-37-1477. 
rae tOUaye There is no arrangement for placing telephone on 
ard. 
STORING: See “Prelims”. 
. Yes. 


required, unless 


PNPOM 
< 
@ 
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. Yes. 
SHORE LEAVE: Local Immigration Offices issue shore passes valid for 
only 15 days, when Yatsushiro is first port of call in Japan. Extension 
possible if ship stays longer. 
GARBAGE DISPOSAL: Not available. 
WASTE OIL DISPOSAL: Not available. 
SEAMEN’S CLUBS: None. 
DELAYS: Delays will be expected when quays are occupied by vessels 
or a Pilot cannot go on board because of the tidal conditions. 
AUTHORITY: Yatsushiro Port Office of the Kumamoto Prefecture, 249 
Minato-Machi, Yatsushiro City, Kumamoto Pref., Japan. Te/: 0965-37- 
0632. Contact: Port Office Superintendent. 
AGENT: Sub-agents of Aall Barwil Agencies. 

Green Shipping Ltd., Moji, c/o Yatsushiro Koun Co. Ltd., 3-4 
Shinminato-machi 2-chome, Yatsushiro City, Kumamoto Pref. 866, 
Japan. Tel: 0965-37-1221. Telex: 7675-06 Y Koun. Fax: 0965-37-3200. 
Cables: Koun Yatsushiro. 
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YAWATA: 33.52 N. 130.49 E. 
(See “Kanmon-Ko’’) 


(See), 
DOCUMENTS: When ship arrives direct from a foreign por, 
Officials will board to search, and the following documents a 
submitted: ' 

3 Crew Lists, including Passport numbers. 

3 Passenger Lists. 

1 Stores List. 

Manifest of Crew Personal Effects (must be signed by individ. 

members). : 

Arms and Ammunition List. 

Narcotics List. 

Voyage Memo (Ports of Call). 

Discharging Cargo Manifest. 

Through Cargo Manifest. 

Declaration Inward/Outward (Form No. C-2000). 

The following will be checked on board: 

Ship's ers yaa 

Last Port Clearance. 

International Tonnage Certificate. 

When ship comes from Japanese port, Customs Officials 
attend on board, except in special cases. Master or Agent to» 
Customs House for entry formalities with following documents: 

Discharging Cargo Manifest. 

Through Cargo Manifest. 

Declaration Inward/Outward. 

Ship's se ress 

Last Port Clearance. 

Documents entrusted with the Master by Customs at previou, 

On ship's departure, clearance issued by Customs, after conf 
payment of Tonnage Dues. 

PILOTAGE: (1) Harbour Pilotage: Compulsory for entry, departu: 
when passing through Straits if vessel exceeds 10,000 g.r.t. 

Pilots embark Eastbound vessels at Mutsure Quarantine Anchy 
position 0.5 miles East Mutsure Lighthouse, Lat. 33°58’ # 
Long. 131° 53’ 18” E., and Westbound vessels at Hesaki Quay 
Anchorage (position 125° x 1,500m. from Hesaki Light 
Lat. 33° 56’ 24” N., Long. 131° 03' 12” E.). Two pilots embark ve 


ee eee 


exceeding 30,000 g.r.t. for entry and departure, charging double pie ui! 


x 85%. 

(2) Sea Pilotage: Vessel approaching from East obtain Pilot by: 
request made at least 24 hours in advance. Pilot embarks 3 miles§ 
from Sekisaki Lighthouse; Lat. 33° 13’ N., Long. 131° 56’ E. 

(3) Pilots should be kept closely advised of vessel's accurate &) 
pilot station. If any change in vessel’s movements, Master requess 
immediately communicate by VHF to pilot office direct or through 
reporting revised ETA. Cable address of pilot offices are: Harbou’ 
— “Kanmonpilot Moji”. Inland Sea Pilot — “Anjin Moji’’. 

(4) VHF: Vessels keep in direct contact with Port Authorities: 
regard to arrival, berthing instructions and pilot's requirements ti» 
VHF as follows: 

(a) Call Sign: Kitakyushu Port Radio (or Shimonoseki Port Rade 

(b) Location of Radio facilities: Transmitting and receiving s 
located at the top of Mt. Hinoyama, Shimonoseki. 

(c) Type of Wave: Channel: Simplex 16 (calling, respon 
Simplex 12 (communicating), Simplex 14 — (communist 
Simplex 20 and 22 (communicating). Output 50 W. 

(d) Operating hours: 0000 hrs. — 2400 hrs. 

(e) Communicating Range: Within a radius of 50 miles for 
Hinoyama Station. 

(f) Communicating Language: Japanese/English. 
ANCHORAGES: No anchorage at Yawata, but quarantine anch 
used in essential cases. See “Health”. 

RESTRICTIONS: 
(a) Because of narrow channel leading to Yawata and shaliow# 
at entrance of channel, length and draft of vessel limited, & 
for berthing at Nishi-Yawata Wharf, where 20,000 gross tom 


with 200m. length overall and 8.3m. draft ma 
accommodated. 
Limits: Wharf 
Length (overall) 166 m 
Draft 8.5 m. 
Gross tonnage 10,000 tons 


Vessel slightly exceeding above may be berthed at the ft 
discretion, subject weather conditions and efficiency of & 
steering, etc. 
Fairway leading into main harbour about 200 m. wide and2e 
long, running parallel to breakwater and reclaimed land. ® 
channel, as in main harbour and fairway to Yawata, V# 
observe one-way traffic and, on a “not-clear” signal from st 
wait outside for outgoing vessels to clear channel. Vessés! 
draft of more than 7.0 m. can enter/depart only at high te 
Entry permitted only from sunrise and vessels to be 
before sunset. Night departure prohibited. 
Wakato Suspension Bridge crosses channel between Toba! 
Wakamatsu. Height of bridge from water line at fairway 4268 
at spring high tide; height of mast of vessels passing unde! 
limited to 38 m. 
Easterly winds prevail in warm season. N.W. winds in W 
Dense fog sometimes in Spring and Winter, but generaly? 
in morning. Tidal range about 1.2 m. Tidal current in oe 
about 1.5 to 2.5 knots, but no current in port. 

(f) Port privately owned and controlled by Nippon Steel CoP 
MAX. SIZE: See “Berthing”. 
RADIO: Recommended that Master communicates with Agent ™ 
Choshi Radio or Nagasaki Radio, which cover all ports in # 
Westbound vessels to contact Choshi Radio, and Northbound 
to contact Nagasaki Radio respectively. 


(b) 


(c) 
(d) 


(e) 
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1H: Radio Agent for Free Pratique not more than 36 hours before 
a advising full details of vessel and health conditions on board. 
(O08 Pratique is granted by radio, vessel will be required to submit 
documents to Quarantine Officer on arrival: 
“sgcigration Inward. 
vyage Memo (Ports of Call). 
yeame Declaration of Health. 


List. 
r List. 


Certificate (copy). ; ; 

ss following vessels will not be able to obtain Radio Pratique: 

jyessel that has been in contact with an infected area or a suspected 

aed area within 15 days of arrival. / 

iyessel has on board any case, or any suspected case, of infectious 
within 15 days of arrival. 

; vessel does not possess a valid Derat or Derat Exemption 


fcate. ’ , 
ane! does not possess a valid Japanese Sanitary Inspection 


pficate. 

parse Regulations: > 

» Quarantine station at Western entrance: 0.5 mile East of Mutsure 
Lighthouse Lat. 33° 58’ 15” N., Long. 130° 53' 43” E. 

» Quarantine station at Eastern entrance: 125°, 1,500 m. from 

* Hesaki Lighthouse Lat. 33° 56’ 24” N., Long. 131° 30’ 12” E. 

4 Quarantine inspection not allowed inside port except when 

” weather or other special reasons prevent quarantine boat from 

‘coaching ship at anchorage. 

4 'Q" flag should be hoisted until ship in Free Pratique. 

» Vessels exceeding 20,000 gross tonnage may undergo 
quarantine on application when they berth inside port. 

§ Quarantine service is rendered from 0830 hrs. to 1630 hrs. 

y) When ship arrives from plague infected or suspected area within 
10 days after she left such place, 24 hours special quarantine 
required. All sanitary scuppers must be closed and garbage must 
not be thrown overboard within 60 miles of Japanese coast. 

») Radio Pratique is obtainable according to the Radio Pratique 
Regulations. 

i: See “Pilotage”’. 

1S: 2 tugs join vessel at corner of fairway leading into main harbour. 

tes ines used when vessel berths. 

THING: No specific requirements. Pilot boarding time will be notified 

ship's Agent, mainly by radio. 


Permissible Shore 
|| a Length Depth Draft Length Cranes 
(m.) (m.) (m.) (m.) (tons) 
| 32! Export 
J hart No. 14 150 9.0 8.0 180 _ 

15 150 9.0 8.5 180 _ 
16 150 9.0 8.5 180 2x12 
itd 150 9.0 8.5 180 _— 
18 179 9.0 8.5 180 2x12 
\syawata 
| WhartNo. 2 120 9.0 8.5 100 2x40 
No. 0.B.2 220 9.0 8.5 200 — 
| ite Capacity for the above, no limit subject to draft and length. 


| RIDGE: See “Restrictions”. 
EVEDORES: At least 24 hours prior notice, excluding Sundays and 
‘Ways, required in order for Agent to arrange stevedores. Vessel must 
| wsiantly Keep her Agent advised of ETA. If stevedores cannot 
mmence loading/unloading at time notified by the Agent, the orderers 
‘WS pay for waiting time. If cargo gear not rigged on berthing, 
| ®edores will do same for ship's crew, at additional cost. Overtime 
wharges 1700 hrs. — 1900 hrs. (50% additional of basic stevedorage), 
hrs.- 0500 hrs. next morning (130% additional), Sundays/holidays 
} i additional). 
| BOICAL: No advance notice required unless urgent. 
ANKERS: No tanker berth. 
: Average density in port about 1020 — 1022 in Summer 
®son, 1024 — 1025 in Winter season. 
*SH WATER: Water barges available from Wakamatsu, rate of 
‘very about 50 t.p.h. At wharves: (No. 16, 17, 18, 19, 20 and Nishi- 
‘ata Wharf.) From hydrants: 25 t.p.h. — 40 t.p.h. For supply at Nishi- 
Sta Wharf, 1 day prior notice required. 
: Domestic oil is available. Bonded oil will be brought from Moji, 
or Oita with sufficient advance notice, when cceaed 
E PRECAUTIONS: No tanker berth. Each tugboat is equipped with 
extinguisher system for attending emergency cases. 
ULS: British Consul, who is also acting Swedish Consul, is 
with Holme Ringer, Moji (tel. 093-331-1311). American Consul 
tioned at Fukuoka (tel. 092-751-9331). Korean Consul stationed at 
enna (tel. 092-771-0461). 
me: All types of repairs possible. 
h KS: No dry dock available. 
“NGWAY/DECK WATCHMEN: Not specially required unless 
pe fs Or valuable cargo aboard. 
NING/CLOSING HATCHES: Stevedores carry out opening and 
hatches. If any time lost by ship's crew doing this work, 
te ®s charge ship for waiting. Recommend request stevedores for 
teres unless crew can complete it before berthing. 
FICATES: Ship's Register to show Customs Inspector ship's 
ed gross and nett tonnages. Valid Cargo Gear Certificates 
mes required by stevedores when cargo gear maintenance 


“UsTo) to poor. 

Uno Sa ALLOWANCES: Only allowed 60 cigarettes to take ashore 

ATRIATION: Possible. 

Neon: Fukuoka Airport, about 2 hours by train and taxi. Kitakyushu 

Tue: bout 40 minutes by taxi. 

*UceMT Plus 9 hours. No alterations made to clocks during year. 
AMBULANCE/FIRE: Police 110, Ambulance and Fire 119. 


JAPAN 


SERVICES: All types of services available. 
TELEPHONES: Possible to place telephone on board. 

Nippon Senpaku Tsushin K.K. available at Moji (tel. 093-331-1089). 
In case of Mutsure anchorage, extra boat charge and personnel 
expenses will be incurred. Due to insufficient number of telephones 
require adequate advance notice for installation. Suitable ship's 
electrical voltage; DC — 22/28 v. AC — 100 v. 110 v. 120 v. (to keep at 
least within 10 v.). 

SHORE LEAVE: Local Immigration Offices issue shore passes valid for 
only 15 days, when Yawata is first port of call in Japan. Extension 
possible if ship stays longer. 

GENERAL: Whenever vessel takes bunkers in port, advisable to close 
deck scuppers' holes before pumping in order to avoid overflow oil into 
sea. 

AUTHORITY: Kitakyushu Port and Harbor Bureau, 2-7 Nishi-kaigan, 
1-chome, Moji-ku, Kitakyushu City, Fukuoka Pref., 801 Japan. Tel: (093) 
321-5941, (093) 321-5941. Fax: (093) 321-5915. 


AGENT: Sub-agents of Aall Barwil Agencies. 

Green Shipping Ltd., Moji, 9-7, Minato Machi, Moji-ku, Kitakyushu City, 
Fukuoka Pref., 801 Japan. Tel: (093) 321-4261. Telex: 7153-11 
Greenm J. Fax: (093) 321-4288. Cables: Greenship Moji. 


YOKKAICHI: 34.57 N. 136.38 E. 


DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

International Tonnage Certificate. 

1 Maritime Declaration of Health (only at first port of call in Japan). 

1 Declaration of Crew's Baggage (only at first port of call in Japan). 

5 Crew Lists. 

1 Stores List. 

2 Lists of Ports of Call. 

PILOTAGE: Compulsory for vessels exceeding 10,000 g.r.t. in Isewan 
(including Mikawawan). Pilots are available at Isewan No.1 Buoy, 
position 34° 31’ N., 137° 04’ E., for vessels less than 14.0 m. draft, and 
position 34° 25’ N., 137° 00’ E., for vessels over 14.0 m. draft. 

Vessels requiring Pilot, cable Agent at least a day ahead, advising 
exact ETA pilot station. 

Wireless station for communicating with entering ships and for other 
port business, call signal JCZ. Radio wave in use is A1.A2 500 kHz and 
A1.A2 486 kHz, output A1 50 W. and A2 110 W. Zone of communication 
about 100 km. 

Yokkaichi Signal Station also equipped for assigning berths to entering 
ships and for other port business. VHF communication available, call 
signal Yokkaichi Port Radio, Channel 16. Working Channel 14, 0600 hrs. 
to 2000 hrs. any day. 

Also see “Nagoya” — “Pilotage: Shipmaster's Report’. 
ANCHORAGES: Vessels anchor in position Lat. 34° 56’ 15” N., Long. 
136° 40’ 40" E. where Authorities board and grant Free Pratique; 
Max. depth 13 m. 

RESTRICTIONS: Entry restricted by vessel's draft and Pratique. 
Max. draft inside port 12 m. Quarantine Authority attend vessel usually 
from dawn to sundown on any day. Berthing daytime only. Unberthing 
any time except tankers daytime only. 

MAX. SIZE: Max. permissible draft inside port 12 m. 


(See Plan) 


Tankers: 

Max. Max. Max. 
Berth d.w.t. LOA Safe Draft 

(m.) (m.) 

Showa Outer SBM 275,000 335 18.00 
Showa Inner SBM 170,000 300 15.00 
Showa Wharf “E” 45,000 183 10.50 
Cosmo SBM 230,000 330 18.90 
Cosmo Umaokoshi Pier 60,000 240 10.00 
HEALTH: Request for Radio Pratique to be addressed to Agents not 


less than 12 hours before arrival. 
TUGS: Normally stand-by to assist vessel inside breakwater of entrance 
to fairway; tug’s lines used. 


BERTHING: 

Berth No. Depth Length 

(m.) (m.) 
1 8.1 161.0 
2-3 8.5 245.0 
4-5 9.0 215.0 
7 15 125.0 
8 9.8 190.0 
9 10.0 200.0 
10 5.5 200.0 
11 10.0 200.0 
12 5.0 140.0 
13 12.0 245.0 
14 10.0 220.0 
15 10.0 220.0 
16 7.5 114.0 
17-18 30 163.0 
19-21 5.0 210.0 
22 14.0 280.0 
24 12.0 240.0 
25 12.0 240.0 
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SPECIALISED CARGO HANDLING FACILITIES: 

Bulk Cargoes: No. 2 Wharf has a cereal silo which can store 56,840 tons 
of imported grain. 2 pneumatic unloaders with unloading capacity of 
300 t.p.h. per machine at the Northern berth of the pier to connect the 
silo with conveyors. 

Containers: One deep-sea container berth of 280 m., quay length and 
minimum water depth of 12 m., incorporating a Ro-Ro ramp.Two 37.5 
ton and 44.5 ton Hitachi container cranes. Container yard and 
marshalling yard area of 58,750 sq.m. Five TCM straddle carriers, 
4 forklift trucks (20 tons — 40 tons), 15 tractors, 35 trailers. Container 
freight stations at Asake 5,940 sq.m. Wool centre 46,768 sq.m. 
Facilities of Container Termina!: 

1. Total area 58,750 m. 

2. Container berth: Length 280 m., depth 12 m., mooring capacity 
25,000 d.w.t.x1 berth. 

3. Cargo handling equipment: Ramp-way 1 unit, container cranes 
2 sets, 144.5 tons, 137.5 tons. 

4. Transport machine: Straddle carrier, 5x40 ft. units,; fork lift 4, 
2x40 tons, 1x20 tons, 120/40 tons. 

5. Container yard: Container yard 6 yards, 29,730 m. refrigerated 
container yard, one yard 1,275 m. 

6. Other relevant facilities: Chassis yard 5,740m.; wool centre 
46,768 m.; cold store 4,664 m.; meat centre 3,335 m. 

Liquid Chemicals/LPG Carriers: 

Operator: Yokkaichi LPG Terminal Co. Ltd. 

Location: Lat. 34° 58’ 10” N., Long. 136° 39’ 55” E. 

Max. Mooring Capacity: 67,000 d.w.t. 

Depth of Water: Passage: 13 m. 

Berth: 13 m. 

Max. Acceptable Length: 360 m. 

Max. Acceptable Draft: 11.00 m. 

Tidal Range: Zero to plus 2.36 m. 

Side Berthing: Starboard 

Type of Unloader: Chicksan Arms. 

No. of Receiving Lines: 2 liquid and 2 vapour. 

Size of Manifold Flange: Liquid 12 in., vapour 8 in. ASA-150. 

Manifold Configuration: From forward to aft — PV-PL-BL-BV and 

changeable to BV-BL-PL-PV if sufficient 
notice given to terminal. 

Max. Airdraft Manifold: 19.00 m. 

Remarks: Safety Pledge letter has to be filed with Port Authority. 
TIDE: Tidal current of Ise Bay runs Northward along East side of Mie 
Prefecture and turns round at mouth of Kiso River and runs Southward 
for Chita Peninsula. 


Tidal level: High tide Tidal level (average) +7.74 ft. 
Mean tide +4.30 ft. 
Low tide +0.00 ft. 
TANKERS: 
Berth Product Shoreline Discharge 
Rate (t.p.h.) 
Showa Outer SBM Crude Oil 16 in.x2 8,350 
Showa Inner SBM Crude Oil 12in.x2 5,000 
Showa Wharf “E” Naphtha 12in.x1 1,400 
Fuel Oil 12 in.x1 1,000 
Kerosene (Load) 10in.x1 300/500 
Lub Oil (Load) 3in.x1 200/300 
Cosmo SBM Crude Oil 16 in.x2 5,000 
Cosmo Umaokoshi Crude Oil 12 in.x2 3,000 
Pier 1 (Chicksan) 
Fuel Oil 12 in.x1 3,000 
Naphtha 6 in.x2 350/400 
Kerosene (Load) 6 in.x2 380/400 
Cosmo Umaokoshi Crude Oil 12 in.x1 3,000 
Pier 9 (Chicksan arms) 
Fuel Oil 12 in.x1 3,000 
(Chicksan arms) 
Naphtha 6 in.x2 350/450 


Attention is drawn to the manual “Safety Standards on Discharge 
Operations for Crude Oil Tankers”, which will be handed to the Master 
on arrival by the Berthing Master and which are to be strictly adhered 
to. Apart from request for the normal international safety precautions for 
tankers, it contains several regulations which could cause considerable 
delays to vessels if not taken into account when planning discharge/ 
ballasting operations. 

Such regulations are: 

1. Ballasting operations shall commence between sunrise and 
90 minutes before sunset. 

2. Berthing operations shall be performed so that discharge 
operations can be commenced between sunrise and 90 minutes before 
sunset. 

3. Unberthing shall be conducted only between sunrise and sunset. 

4. Discharge operations shall be suspended when malfunctions occur 
to the vessel or discharge facilities or at other times when in the 
judgement of the Master and the Berthing Master, it is necessary to 
suspend operations. 

It is therefore of utmost importance that the planning/timing of port 
operations are carefully drawn up and fully discussed with the Berthing 
Master prior to commencement in order to reduce delays to a minimum. 
The good operational conditions of ship’s equipment (pumps, etc.) and 
awareness of personnel are of equal importance. 

DENSITY: Average 1022. 
FRESH WATER: Available, rate of delivery 50 t.p.h. from shore pipes 
at Government wharves; 100 tons from barge; before 2200 hrs. 
additional cost 50%; after 2200 hrs. additional cost 100%. 
FUEL: Most domestic and bonded oil available, ex-barge. 
Minimum 5 days’ notice required. 
CONSULS: None. 
REPAIRS: Minor repairs only. 
AIRPORT: No airport. 
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POLICE/AMBULANCE/FIRE: Police, 110; Ambulat 
Tel: 119. 

TELEPHONES: Telephone can be arranged from shore Cones 
Government wharves. No connections at tanker berths. 
SERVICES: Technicians for vessel's instruments can be Arran, 
other ports at 2/3 days notice. 

REGULATIONS: Under adverse weather conditions: 

1. If a typhoon is reported approaching, and upon advice frome 
representative, loading or unloading operation will be su: 
vessel will leave berth to a designated area for refuge. 

2. During a violent thunderstorm, cargo work will be st 
receiving order from refinery, and vent-line valves securely Clogs 
3. During stormy weather, with gusty winds condition, Mas» 
follow weather reports closely and shall endeavour to i 
accidents by taking all possible precautions, such as reinforci 
ropes and arranging adequate emergency personnel to stand-by) 
emergency. 

Liability for Accidents: \f accident is judged by Maritime Satey) 
and Port Captain to be ship's fault, either through negligence g. 
Safety Regulations or otherwise, Master shall immediat 
operations, if necessary, and simultaneously follow in good ix 
instructions of refinery and Port Captain, and take all nece 
Master shall inspect and verify cause of accident in the 
refinery representative and ship's Agent, and shall be held r 
for reporting the accident, in writing, to the parties concerned. \jp 
is completed and full agreement reached with refinery represens 
the vessel shall not leave the jetty, unless otherwise requesix 
actual confirmation of the accident, and damage liability, Public Sm 
(Messrs. Japan Marine Inspections Co. Ltd.) is fully entitled tom 
the accident. 

GENERAL: Lightening: Not allowed, except a cargo of oil or chey 
DEVELOPMENTS: New LNG berth will be ready in 1997. 


Tel: 


SHIPMASTER’S REPORT: May 1994. 

Charts: B.A. Charts No. 2957, 2960 and 3650. 

Approaches: Yokkaichi is situated just West of Nagoya in Ise 
South Honshu and is approached through Irago Suido, for whichs 
restrictions apply. The high promontory to the East and islands’ 
West of the strait are easily discernible. Kami Shima Light and& 
shows up well. 

Anchorage: Gas carriers awaiting daylight transit through Irago$ 
normally drift well offshore, but within VHF range of the pilot state 

An anchorage centred in position Lat. 34° 32’ N., Long. 137) 
was evident (6 miles E.S.E. of Irago Suido). The anchorage is em 
and depth is 20.0 m. Pilots advised that gas tankers would have toe 
special permission to anchor. 

Ise Wan Inner Anchorage is about 2 miles S.S.W. of Ise We 
Berth. LPG ships require guard boat if anchoring in this location 
Irago Suido: The buoyage is well defined, buoys being large, mo 
mini lightfloats and conspicuous. 

Maximum speed of transit is 12 knots. 

Gas carriers can only transit in and out during daylight, which™ 
they must commence departing Yokkaichi Berth at least 3 hours 
sunset and proceed inwards 5 hours before sunset. This ime 
special constraints in Winter. 

A guard tug meets vessel at Buoy No. 1 (gas carriers) and leat 
vessel at Buoy No. 1 as the Pilot departs. 

Numerous fishing vessels are encountered. 

Signals for gas carriers transitting Irago Suido: 

Day: Two black cylinders vertically. 
International code flag ‘B’ under ‘1st Substitute’. 
Night: All round green flashing light. 
All round red flashing light. 
Pilots: \rago Suido Pilot boards about 1.5 miles South of Buoy 
coming from the South or, 1.5 miles East of Buoy No. 1 if coming’ 
the East. 

Pilot boards from fast red hulled cutter which is based at reg 
just inside the Eastern Headland. 

VHF as per “Radio Signals”. 

Call 3 hours, 1 hour and 30 minutes before arrival. Prior arrange™ 
through the Agent. Transit time from Irago Pilot area to Ise Wa 
Berth Pilot Change Area is about 2.5 hours. 

One Pilot takes vessel to 1 mile S.S.W. of Ise Wan Sea Berth, * 
2 Dock Pilots board (over 30,000 g.r.t.). For berthing at Yokkaic: 
Terminal, the latest time Docking Pilot will board is 3 hours * 
sunset. 

Tugs: Two tugs meet vessel off Ise Wan Sea Berth. Tugs lines # 
and they usually secure Japanese style. 
Yokkaichi LPG Berth: B.A. Chart No. 2960 — Yokkaichi, marked © 
Berth”, in position Lat. 34° 58.2’ N., Long. 136° 39.9’ E. ‘T’ type® 
jetty of concrete construction built in 1983, with mooring dolphins’ 
side connected by catwalks. 

Depth alongside, minimum 13.0 m. 

Berth is well fendered. 

Maximum size of ship taken: 67,000 d.w.t. 

Maximum length: 260 m. 

Draft restriction: 11.00 m. (giving 2.0 m. U.K.C.). 

Vessels always berth starboard side alongside. 

No berthing if wind velocity over 10 m./sec. 
Mooring: 3.3.2. forward and aft. Mooring boat each 
manifold to align vessel. 

Actual mooring operation is quick. 

Gangway: Terminal gangway lands just forward of manifold. 
Ship's offside (port) gangway required to be turned out and 
to water's edge for emergencies, plus pilot ladder. R 
Cargo: Propane and butane imported at maximum 2,500 cu.” ; 
maximum back pressure of 9.00 kg. Normal back pressure § 

2.00 kg. 
Chicksans — Japanese convention. 


end. One" 
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_. rangement — Propane Vapour-Propane Liquid-Butane Liquid- 

A ur. Can be changed with prior notice to BV-BL-PL-PV. 

we ree with OCIMF standards, terminal will change to Butane 

ne Liquid with negative vapour connections as long as 

* can guarantee maximum pumping rate without vapour return. 

a connections, 12 in. ASA 150. 

vapour connections, 8 in. ASA 150. 

pmoing is started at 200 cu.m//hr., rising to 500 cu.m./hr. then 

rate after 35 minutes. 

- before Commencement normally takes 45 minutes with 
being analysed during discharged. 

wud discharge arms have fine mesh “In Line” filters which can get 

ao dogged with impurities. Rising back pressure is good indication 


ing up. 

+ Linator stays onboard and requires cabin. 
yarrival, ship's tank pressure must be below 0.7 kg. 
; vapour return is connected, return vapour 
ocu.m/hr. at maximum 2.5 kg. 

“pst "M" flag at centre of cargo manifold prior to berthing. 

mere are 4 propane tanks of 68,000 cu.m. each, served by an 18 in. 

ye situated about 400 m. from the jetty and 2 butane tanks of 

gg00.cu.m. and 75,000 cu.m., again served by 18 in. lines, about 

@n.from the jetty. / 

sgn Water: Only available by barge before connection or after 
ion. 

zige crew do connection. Pumping rate is fast. 

‘ost is about U.S.$ 8.5 per tonne. 

wange through Agent before arrival. 

wes: Very expensive, so only obtain essentials. Supplied by launch 

:JS.$400.00 per launch trip. Taken before connection and after 
tion. 

snters/Oil: Can only be taken at anchorage (not alongside). 

doe Leave: Usual Japanese yellow landing permits required, and must 

stranded back on departure. Shore leave is by launch from jetty on 

ssharging platform. 

fed times available — from shore 0800, 0900, 1100, 1300, 1500, 

-| %, 1900, 2200, and from ship about 15 minutes later. No shore leave 

swed after 2200 hrs. Rates about U.S.$ 100.00 per trip during day, 

.$$140.00 evening, and U.S.$ 190.00 after 2200 hrs. Rates rise by 

® at weekends, on holidays and during poor weather. 

takes about 10 — 15 minutes to pier, then 10 minutes in taxi to city 

ete at about U.S.$ 15.00 per taxi. 

‘phones: None on cargo jetty. International telephones at boat 
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is at about 
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mon. 
| weral: Entry papers required: (Japanese forms). 
‘copy Maritime Declaration of Health. 
‘copy Crew Effects Declaration (First port in Japan only). 
‘copies Crew List. 
‘copy Ship's Stores List. 
dcopies Ports of Call List. 
Agent handles all papers. Customs and Immigration do not normally 
ard. 


Agent requires Crew List to be faxed or telexed before arrival. 
tio Pratique: If holding Japan Sanitary Certificate, report 36 hours 
wore arrival to Agent. If no Sanitary Certificate, vessel will be required 
banchor to obtain one before berthing. 
*lution: Authorities very strict. Be careful of hydraulic oil from winches 
"sting into sea during heavy rain. Guard boat in attendance at all 


mes. 
“ston Reporting: Vessel must comply with JASREP as per ALRS 1. 
we found out with JASREP, JMSA rang vessel on Satcom to find 
‘why no report had been sent. We were complying with AMVER with 
sty JASREP. 

‘iso report to “Nagoya Hoan” 3 hours, 1 hour and 30 minutes before 
"0 Suido entry time. 

‘gent sends exact time of Pilot boarding and Irago Suido entry time. 
‘or: Nearest airport is Nagoya, which the Agent advised us to use, 
"et direct flight or change in Tokyo, otherwise train from Tokyo. 
“ding courier does all transfer arrangements. 


WHORITY: Yokkaichi Port Authority, 9-1, Chitose-cho, Yokkaichi City, 
&Pref., Japan 510. Tel: (0593) 54-6670. FAX: (0593) 54-6675. 

‘ENT: Sub-agents of Aall Barwil Agencies, Tokyo. 

4 Cargo: Chubu Kaiun Kaisha Ltd., 8, Chitose-cho, Yokkaichi City, 
fe Pref. 510, Japan. Tel: (0593) 52-6171. Telex: 494-8267 Chukai J. 
* (0593) 52-6178. Cables: Chubukaiun Yokkaichi. 

ters: Cosmo Kaiun Co. Ltd., (Cosmo Terminal), 2F Futo Building, 
” Chitose-cho, Yokkaichi City, Mie Pref. 510, Japan. Tel: (0593) 51- 

5. Telex: 4948-252 Csmkai J. Cables: Cosmokaiun Yokkaichi. 


JAPAN 


YOKOHAMA (incl. Negishi and Tsurumi): 
35.27 N. 139.38 E. 


DOCUMENTS: 

1 Maritime Declaration of Health. 

Ship's Certificate of Registry. 

1 Ship's International Tonnage Certificate. 

1 List of Crew Personal Effects (to be signed by each crew member). 

1 Ship's Stores List. 

3 Lists of Ports of Call (last 4-6 months). 

7 Crew Lists, including Passport numbers. 

7 Passenger Lists. 

PILOTAGE: 
Bay Pilotage: Bay Pilot is compulsory for vessels over 10,000 g.r.t. 

Bay Pilot boards vessel at entrance to Tokyo Bay (35° 10.24’ N., 
139° 45.54’ E.), located 5 miles 161° from Kannon Saki Lighthouse. Bay 
Pilot boards vessel from a tug. 

Request for Bay Pilot can be made by ship's Agents to Bay Pilot 
2 days in advance. 

24 hours and 6 hours notice of ETA to be made to Bay Pilot by Master 
of the vessel. 

Communication with Bay Pilot can be made by the following: 
Cables: Anjin Yokosuka. 
Telex: 3852451. 
VHF: Call Sign “Uraga Channel Pilot”. 

Amendment of ETA should be made to Bay Pilot whenever ETA 
changes. 

Final confirmation or amendment of ETA should be made to Bay Pilot 
by VHF Channel 16, 3 hours before arrival, failing which Bay Pilot cannot 
board on time. 

Restriction on Overtaking: Large vessels and other particular vessels, 
as prescribed by the Maritime Traffic Safety Law, and vessels over 
10,000 g.r.t. should, if the circumstances of the case admit, avoid 
overtaking a vessel of over 500 g.r.t. in the traffic routes. 

Restriction on poor Visibility: Vessels over 10,000 g.r.t. should not enter 
the traffic route when the visibility in the traffic routes and its vicinity is 
less than 1,000 m. 

Preparation of Emergency Fire Wires: A vessel, carrying dangerous 
cargo, prescribed by the Maritime Traffic Law, should prepare 
emergency fire wires at the bow and the stern for immediate use, in 
case of emergency. 

Communications with Tokyo Wan Traffic Advisory Service Centre: 
Vessels over 10,000 g.r.t. should keep watch on VHF Channel 16 while 
navigating within the radar service area, since information might be sent 
by Tokyo Wan Traffic Advisory Service Centre. 

Contact with Tokyo Wan Traffic Advisory Service Centre can be made 
by the following: 

Call Sign: “Tokyo Martis”. 

Calling Frequency: VHF Channel 16. 

Working Frequencies: Channels 14 and 22. 
Restriction on Navigation Period: LPG/LNG vessels of over 25,000 g.r.t. 
and tankers over 50,000 g.r.t. are prohibited from navigating in Uraga 
Channel between sunset and 1 hour before sunrise. 
Harbour Pilotage: Yokohama Harbour Pilot is compulsory for vessels 
over 300 g.r.t. for berthing and unberthing. 

Request for Harbour Pilot can be made by ship's Agents to Yokohama 
Harbour Bureau in advance. 

Harbour Pilot boards vessel by launch at Yokohama Anchorage for 
berthing operations. If weather is rough, Harbour Pilot boards vessel by 
tug. Pilot's boat is painted grey with the word “PILOT” in white letters 
on each side, with “H” flag by day and lights by night, in accordance 
with international rules. 

ANCHORAGES: 12 m. — 26 m. in Quarantine Anchorage, and 26 m. — 
34 m. in other areas. For details refer to chart published by Hydrographic 
Division of Japan MSA. 


RESTRICTIONS: (A) Conventional vessels can be berthed up to 
2200 hrs. at public berths. 

(B) Container vessels can be berthed at anytime at container berths. 
(C) At most of the private berths, berthing and unberthing is from sunrise 
(or after 0630 hrs.) till sunset. 


(See Plan) 


MAX. SIZE: 
Main Dry Cargo Berths: 
Berth Max. d.w.t. Max. LOA Max. Draft Max.Air draft 
' (m.) (m.) (m.) 

Kokusai Futo 150,000 350 17.5 16.0 
Nissin Seiyu 55,000 160 12.5 N/A 
Tankers: 

Berth Max. d.w.t. Max. LOA Max. Draft 

(m.) | (m.) 
Keihin Yokohama 200,000 No limit 21.00 
(Sea berth) 

Showa Shell Sea Berth 90,000 343 12.00 
NPRC (Negishi) A 264,173 362 17.00 
NPRC (Negishi) B 81,280 112 14.00 
Tokyo Gas 75,000 173 14.00 


HEALTH: 1. Radio Pratique is available to vessels who possess valid 

Sanitary Inspection Certificate issued by Japanese Quarantine Authority. 
Radio Pratique message can be sent by Master to ship's Agents 

between 6 hours — 36 hours prior arrival as per specific format. 

2. Following vessels are not applicable for Radio Pratique: 

(A) Vessels who are less than 7 days from Japan after departing 
a port which is designated an infected area. 

(B) Where ship's crew have suffered from an infectious disease 
within 15 days before arriving in Japan. 

Quarantine Inspector boards vessel at Yokohama Quarantine 
Anchorage for Pratique. Location of Yokohama Quarantine Anchorage: 
35° 26.9’ N., 139° 42.7’ E. 

Pratique is only required at first port of call in Japan. 


1177 


RADIO: Recommended that Master communicates with Agent through 
Choshi Radio or Nagasaki Radio, which cover all ports in Japan. 
Westbound vessels to contact Choshi Radio, and Northbound vessels 
to contact Nagasaki Radio respectively. 

VHF: Call sign Yokohama Port Radio. (See details under “Kawasaki/ 
VHF"). 

Berthing information for next day can be obtained from Yokohama 
Port Radio at 1500hrs. by VHF Channel 16 (Range of Station 
approximately 50 miles). 

RADAR: Traffic Control Centre (Tokyo Wan Traffic Advisory Service 
Centre) keeps watch round-the-clock for the vessels within the radar 
service area. Vessels can make contact with the Traffic Control Centre 
by VHF Channel 16. 

TUGS: Tugs join vessel at Yokohama Anchorage. Number of tugs 
required is at discretion of the Harbour Pilot. Normally 2 tugs are used 
for berthing and unberthing. However, 4/5 tugs are used for large vessels 
or LPG/LNG/VLCC. 

The following tugs are registered in the Yokohama/Kawasaki area for 
berthing/unberthing operations: 2x2,900h.p., 192,600 h.p., 
2x 1,600 h.p., 2* 1,800 h.p. 

BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship’s Agent mainly by radio. 
Mooring Buoys: 


Mooring No. of 
District Capacity Berths Buoys Depth 
(m.) 
1st District 1,500 2 H1.H2 
2,000 1 H3 “v4 
15,000 7 No.1.2.3.4.5.6. | schylane 
7.8.9.10 
2nd District 12,000 1 No.20.21 
15,000 1 No.22.23 } 97- 98 
3rd District 1,000 3 N1.N2.N3.N4 
15,000 4 No.30.31.32.33. 6.5-—12.0 
36.37.38 
Public Berths: 
Berth Name Length Depth Capacity Remarks 
; (m.) (m.) (g.r.t.) 
Honmoku Pier A-1 200 10.0 15,000 
A-2 200 10.0 15,000 
A-3 200 10.0 15,000 
A-5* 300 12.0 35,000 Container Berth, 
2 Gantry Cranes 
A-6* 300 12.0 35,000 Container Berth, 
2 Gantry Cranes 
A-7* 250 12.0 25,000 Container Berth, 
2 Gantry Cranes 
A-8* 250 12.0 25,000 Container Berth, 


2 Gantry Cranes 
(PD aoe use of Yokohama Port Development Public Corporation 


Honmoku Pier B-1 200 10.0 15,000 
B-2 200 11.0 15,000 
B-3 200 11.0 15,000 
B-4 200 11.0 15,000 
B-5 200 10.0 15,000 
B-6 200 10.0 15,000 
B-7 200 10.0 15,000 
B-8 200 10.0 15,000 
B-9 200 10.0 15,000 
Honmoku Pier C-1 200 10.0 15,000 
G2 200 10.0 15,000 
C-3 200 10.0 15,000 
C-4 200 10.0 15,000 
C-5 200 13.0 15,000 
C-6 200 13.0 15,000 Container Berths, 
C-7. BOG ait} O58 rhe UO pa Pe ieee 
C-8 200 11.0 15,000 ry 
C9 200 11.0 15,000 
Honmoku Pier D-1 200 11.0 15,000 Container Berths, 
D-2 200» 1099.0 wey 195,000 « bog eam eer 
D-3 220 120 15,000 ry 
D-4** 300 13.0 40,000 Container Berth, 


3 Gantry Cranes 


se ee ee ee ee ee ee ee ee, ee, ee Oe ee eg es a wt? eee 


Private Piers (Deeper than 4.5 m. and capacity over 500 d.w.t.). 


District Piers and Wharves 


TSURUMI-WARD 
Asahi Glass Co. Ltd. Pier 


Ajinomoto Co. Ltd. Pier 

Azuma Kaiun Pier 

Ensuiko Berth 

Osaka Cement Co. Ltd. Pier 

Kobe Steel Co. Ltd. Yokohama Pier 

Showa Sangyo Co. Yokohama Pier 

Showa Shell Sekiyu Co. Ltd. Super Tanker Berth 
Pier No. 1 
Pier No. 2 
Sakai Canal Pier 

Kawasaki Seiyuzyo Ogishima West Pier 
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Public Berths: 
Berth Name 


Honmoku Pier D-5** 


** YPDC Berths. 
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Length Depth Capacity Remarks 
(m.) (m.) 


Yamashita Pier No.1 180 

No.2 200 

No.3 220 

No.4 180 

No.5 180 

No.6 180 

No.7 180 

No.8 180 

No.9 180 

No.10 180 

Ohsanbashi Pier A 225 

B 225 

D 161 

E 161 

F 161 

Shinko Pier No.2 159 

No.3 180 

No.4 237 

No.5 115 

No.6 207 

No.7 146 

No.8 170 

No.9 201 

Detamachi Pier A 135 

B 135 

Cc 125 

D 125 

Mizuho Pier A 153 

B 156 

Cc 190 

D 190 

E 190 

F 190 

G 190 

Daikoku Pier L-1 200 

L-2 200 

L-3 200 

L-4 200 

L-5 200 

L-6 200 

L-7 200 

es = ca 200 
aikoku Pier P-1 

p2 } 260 
-3 

P-4 | 260 

Daikoku Pier T-1 240 

T-2 240 

T-3 185 

T-4 185 

T-5 185 

T-6 185 

T-7 185 

T-8 185 

D Pier G1 Am 
aikoku Pier C-1 

C-2 } 600 

C-3 350 

Kanazawa Timber Berth 185 

Buoy No. 1-2 210 

2-3 240 

4-5 240 

5-6 230 

6-7 220 

8-9 200 

9-10 230 

20-21 200 

22-23 220 

30-31 260 

32-33 260 

36-37 200 

37-38 200 
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Mooring 
Capacity 


13.0 


10.0 
12.0 
12.0 
10.0 
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-~ 
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Number of 
Berths 


$8,000 Containg 
; 2 Ganty ie 


Y.P.D.C. 


Kind of 
Cargo 


Glass, Silica 
Glass, Silica 
Glass, Silica 
Grain 

Steel Materials 
Sugar Cane 
Cement 
Steel Materials 
Grain 

Oil Products 
Oil Products 
Oil Products 
Oil Products 
Oil Products 


Container Be 
2 Gantry Cr 


Container Be 
4 Gantry Crt 
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JAPAN 


Mooring Number of Kind of 
- Piers and Wharves Length Depth Capacity Berths Cargo 
ola (m.) (m.) (d.w.t.) 
<auMi-WARD 
»*" Daito Yugyo Co. Ltd. Yokohama Yusouzyo No. 1 Pier 92 7.6 4,000 1 Crude Oil 
No. 2 Pier 28 6 1,000 1 Heavy Oil 
No. 5 Pier 131 12.2 65,499 1 Crude Oil 
Daikoku Warehouse Co. Pier 104 6 1,100 1 Steel Materials 
Tokyo Electric Power Co. Ltd. 
Yokohama Power Plant Pier No. 1 49 9 3,000 1 Heavy Oil 
No. 2 49 9 3,000 1 Naphtha 
Tokyo Gas Co. Ltd. Tsurumi Pier 223 6 2,000 1 Coal 
Tsurumi Pier 213 6.5 2,000 1 Coal 
Tsurumi Pier 141 7.5 650 2 Coal 
Toshiba Electric Co. Ltd. Pier No. 1 31 5 4,000 1 Electrical Machinery 
No. 2 47 6 2,000 1 Electrical Machinery 
Naigai Yuso Pier No. 1 41 4.5 2,000 1 Oil Products 
Pier No. 2 50 us 600 1 Oil Products 
Nippon Futo Warehouse Co. Ltd. Pier No. 1 26 6 2,500 1 Oil Products 
Pier No. 2 32 5 1,322 1 Oil Products 
Nitto Chemical Ind. Co. Ltd. Yokohama Pier No. 3 26 6.1 1,273 1 Sulphur 
No. 4 26 6.4 1,600 1 Chemicals 
Nippon Kokan Co. Ltd. Keihin Iron Works Wharf A 250 10 3,000 1 Steel Materials 
Ogishima Product Wharf B 266 10 20,000 1 Steel Materials 
Cc 267 12.5 30,000 1 Steel Materials 
D 250 12.5 30,000 1 Steel Materials 
Pier 119 4.5 1,000 3 Steel Materials, Coke 
Nippon Kokan Co. Ltd. Tsurumi Dock Yard 
East Pier 264 9 96,000 1 For Outfitting 
West Pier 250 6 49,000 1 For Outfitting 
Centre Pier 247 8 5,000 1 For Outfitting 
Mitsubishi Mining & Cement Pier A 40 4.5 1,600 1 Cement 
B 130 fA, 7,000 1 Cement 
Cc 90 7 3,600 1 Cement 
Mobil Sekiyu Co. Ltd. Pier 113 10 30,000 1 Petroleum 
Mobil Sekiyu Co. Ltd. Pier 176.7 11.6 30,000 1 Oil Products 
Mobil Sekiyu Co. Ltd. Asahi Canal Pier 40 3.2 500 1 Oil Products 
Mobil Sekiyu Co. Ltd. Asahi Canal Pier 54.3 4.3 1,100 1 Oil Products 
Yokohama Sea Berth S.B.M. 21 200,000 1 Crude Oil 
Nippon Gatx Co. Ltd. & Hashimoto Sangyo Co. Ltd. Pier 200 8.6 20,000 1 Oil Products 
\AGAWA-WARD 
Keihin Kaseihin Center Co. Ltd. Pier 192 5.2 1,900 2 Sulphuric Acid 
Sangyo Shinko Co. Pier 32 6 2,000 1 Steel Materials 
Showa Denko Co. Ltd. Yokohama Work Pier 267 9 30,000 1 Ore 
Dolphin 72 9 5,000 1 Ore 
Nippon Flour Mills Co. Ltd. Pier 163 9 20,000 1 Grain 
Nissin Co. Ltd. Pier 244 9 20,000 1 General Cargo 
Nippon Kokan Co. Ltd. Asano Dock Yard A 109 5 1,800 1 For Outfitting 
E 225 8 68,000 1 For Outfitting 
H 170 719, 20,000 1 For Outfitting 
Nippon Petroleum Refining Co. Ltd. 
Yokohama Refinery Pier A 65 12 80,000 A Crude Oil 
B 36 7 3,000 1 Oil Products 
C, C1 109 8 5,300 1 Oil Products 
D 35 7.3 5,300 1 Oil Products 
E 28 6 2,000 1 Oil Products 
F 10 gi 1,700 1 Oil Products 
Yokohama Warehouse Co. Ltd. 
Suzushige Pier No. 1 300 12 40,000 1 General Cargoes 
No. 2 99 10 20,000 1 General Cargoes 
No. 3 304 8 10,000 3 General Cargoes 
National Government Silo Pier 130 10 20,000 1] Grain 
NTT Pier 100 ree 6,100 1 For Cable Ships 
KDD Ebisu Pier 148 vd 5,200 1 For Cable Ships 
“A-WARD 
Kokusai Futo Co. A, B Berth 350 17.5 150,000 1 Salt, Silica, Grain 
c,D 190 5 3,000 1 Salt, Silica, Grain 
G 185 6.5 700 1 Salt, Silica, Grain 
H Pier 80 7A} 3,000 1 Ore, Salt 
Sumikin Transport Service Co. Ltd. Pier 188 7 3,000 2 Steel Materials 
Nippon Express Co. Honmoko Pier 208 10 30,000 2 Steel Materials 
Nissan Honmoku Wharf No. 1 — 2 180 10 17,000 = Cars 
No. 3 110 4.5 1,500 1 Cars 
Mitsui & Co. Ltd. Honmoku Wharf 208 11 30,000 1 Cars, Timber 
Mitsubishi Heavy Industries, Ltd. 
Honmoku Works No. 1 335 9 60,000 1 For Outfitting 
No. 3A 204 9 38,000 
No. 3B 208 9 38,000 
No. 4 416 i 130,000 1 For Outfitting 
No. 6 250 10 15,000 For Outfitting 
No. 7 271 10 15,000 For Outfitting 
60-WARD 
Ishikawajima-Harima Heavy Industries Co. Ltd. 
Yokohama 2nd Works No. 1 Jetty (South) 224 9 150,000 1 For Outfitting 
(North) 182 9 20,000 1 For Outfitting 
No. 3 Jetty (South) 250 9 10,000 1 For Outfitting 
(North) 256 9 183,000 1 For Outfitting 
No. 4 Jetty (South) 205 Te 100,000 2 For Outfitting 
Ube Kosan Co. Pier 80 7.5 12,000 1 Cement 
Mitsubishi Materials Co. Pier 12.5 5.8 499 1 Cement 
Kokan Kenzai Co. Pier 65 7 2,000 1 Steel Materials 
Electric Power Development Co. Ltd. Isogo Wharf 142 7.5 7,000 1 Coal 
Electric Power Development Co. Ltd. 
Discharging Oil Wharf 21 7.5 1,000 1 Coal 
Tokyo Gas Co. Ltd. Negishi Tanker Wharf 173 14 75,000 1 L.N.G., Heavy Oil 
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Mooring Number of Kind o 
District Piers and Wharves Length Depth Capacity Berths Cargo 
(m.) (m.) (d.w.t.) we 
eRe, gc tae Rae a ef a a ee 
ISOGO-WARD 
Nippon Petroleum Refining Co. Ltd. Ww 
Negishi Refinery Pier A 362 17 264,173 1 Crude Oil 
B 112 14 81,280 1 Oil Products 
Cc2-5 94 ee 4,000 4 Oil Products 
C6 106 7 4,000 1 Oil Products 
Di-4 50 5.4 700 8 Oil Products SUF 
H1-3 104 8 6,370 6 Oil Products US. 
H4—5 140 8 7,700 4 Oil Products GAP 
L.P.G. — No. 1 23 6.2 2,000 1 L.P.G. HAT 
L.P.G. — No. 2 20 5 2,200 1 L.P.G. cus 
Sulphur Pier 30 6.2 1,607 1 Sulphur os 
700 ton Pier 8 5 700 1 Asphalt REP 
Nisshin Oil Mills Ltd. lsogo Pier 160 12.5 55,000 1 Grain AR 
Domestic Pier 83 12 1,500 1 Oil from 
Domestic Pier 70 12 1,500 Oil 6) 
Chichibu Cement Pier 105 5.5 2,000 1 Cement Yok 
Chiyoda Refrigerator Co. Ltd. Pier 45 6 700 2 Fishery Producs = 
Sn 
KANAZAWA-WARD " 
Asahi Kigyo Co. Suzuegumi Warehouse Co. Pier 185 11 22,000 1 Alcohol, Cemen % 
Asahi Kigyo Co. Suzuegumi Warehouse Co. Pier 15 3.6 700 1 Alcohol, Cemen F 
Daikoku Soko Co. Pier 104 6 1,100 1 Steel Materials 
Suzuegumi Warehouse for Ocean-Going Ships 180.5 10.8 23,000 1 Phenol, Methang 
Coastwise Ships 15 3.6 500 1 Phenol, Methan jj 
Toyota Motor Pier No. 1 176 6.5 1,300 1 Cars y 
No. 2 146 9.5 12,000 1 Cars y 
No. 3 259 12.5 50,000 1 Cars 5 
Cosmo Oil Co. Ltd. Pier No. 1 120 Ge 5,000 1 Oil Products 5 
Yokohama Zenken Co. Pier 95.2 7.2 1,000 1 Industrial Waste C 
Kawatetsu Warehouse Co. Ltd. Pier yas 6 1,000 1 Steel Materials \ 
Kawatetsu Warehouse Co. Ltd. Pier 145 6 3,000 1 Steel Materials N 
Mitsubishi Heavy Industries, Ltd. : 
Kanazawa Works Dolphin 500 10.5 15,000 1 Diesel We 
CRANES: Floating Cranes: Discharg ; 
Lift No. Berth Product Shoreline Rate 
51 — 100 tons 2 (tpn) 29 
101 — 150 tons 2 Esso Sekiyu Fuel 12 in.x1 t 
151 tons and over 4 (Tsurumi Terminal) Lub. Oil 10 in.x1 200 
Cargo Handling Machines: Lub. Oil 6in.x2 150/100 ; 
(Private) Machines No. Capacity Kerosene 10 in.x1 500 
Large Sized Machines — Cranes 52 19,003 t.p.h. Soluent 6 in.x1 150 0 
Others 31 8,800 t.p.h. Asia Oil No. 5 Crude 10 in.x2 2,000 . 
Jib Cranes and Bridge Cranes 164 5,531 t.p.h. Fuel-C 10in.x2 2,000 “ 
Mobile Cranes 98 16,269 t.p.h. Fuel-A 6 in.x1 500 be 
Fork Lifts 1,811 9,693 t.p.h. Gasoline 6in.x1 600 ) 
Shovel Loaders 57 196 t.p.h. Kerosene 6 in.x1 500 ) 
Transtainers 10 184 t.p.h. LPG 6 in.x1 200 
Straddle Carriers 69 1,951 t.p.h. Nisseki Yokohama Crude 12in.x2 2,500 (Tot .! 
The Municipal Port and Harbour Bureau and the Yokohama Port Nisseki Negoshi A(E.) Crude 12in.x3 7,500 oh 
Development Corporation. A(W.) Crude 12in.x3 7,500 Te 
Machines No. Capacity (tonnes) Fuel/Crude 12in.x2 5,000 be 
Gantry Cranes 8 Each 40.6 (Rated Load) Showa Shell (Sea Berth) Fuel 12in.x3 1,800 (Kiph $ 
Gantry Cranes 4 Each 33.5 (Rated Load) Tokyo Gas LNG 12in.x2 5,000 (Kiph BA 
Gantry Cranes 21 Each 30.5 (Rated Load) LNG (Gas) 12 in.x1 9,000 (cum Te 
Hammer Head Crane 1 Each 50.0 (Rated Load) LPG 12 in.x1 2,400 (Kip! ST 
Level Luffing Crane 1 Each 30.0 (Rated Load) LPG (Gas) 12in.x1 3,000 (cum 
BRIDGES: Yokohama Bay Bridge spanning Honmoku and Daikoku was Naphtha 10 in.x1 2,000 (Kip? 
completed in 1989 with highest clearance above water of 55 m. Naphtha 6 in.x1 700 (Kipt _| 
STEVEDORES: There are 21 stevedoring companies in Yokohama. Ta 
Orders for stevedore gangs are to be confirmed by 1200 hrs. day before, . DENSITY: Average approx. 1023. an 
excluding Saturdays, Sundays and holidays. St 


Working Hours: 
0830 hrs. — 1630 hrs. 
1630 hrs. — 2130 hrs. 
2130 hrs. — 0400 hrs. 
Holidays 
Saturdays 


Basic rate. 


60% additional charge. 
130% additional charge. 
100% additional charge. 


60% additional charge 


MEDICAL: Hospital and clinic available. No advance notice required, 


unless urgent. 


TANKERS: Masters of tankers seldom requested to fit reducing pieces 
before arrival for connection of shore lines since oil installation have 
own appliances. Two slop disposal facilities, one in District No. 5 in 
Yokohama which is private enterprise and can dispose of dense 
residues, and one in District No. 1 in Kawasaki which is run by Kawasaki 
city and can dispose of diluted slop or oily ballast. (Also see “Max. Size”). 


Discharge 
Berth Product Shoreline Rate 
(t.p.h.) 
Keihin Yokohama Crude 20 in. x2 000 
Sea Berth 
Showa Shell Oil Lub. Oil 8in.x2 1,200 (KI.p.h.) 
Main Jetty 6in.x2 1,200 (KI.p.h.) 
4in.x2 1,200 (KI.p.h.) 
Fuel 8in.x6 1,200 (KI.p.h.) 
(Black Oil) 6in.x1 1,200 (KI.p.h.) 
Fuel 8in.x8 1,200 (KI.p.h.) 
(White Oil) 6in.x1 1,200 (KI.p.h.) 
General Sekiyu Fuel 10 in. x1 600 
(Tsurumi Terminal) Fuel 8 in. x1 600 
Fuel 6 in. x1 300 
Mobil Oil Lub. Oil 6 in.x10 300 (each) 
(Tsurumi Terminal) Fuel 12in.x3 800 (each) 
Fuel 10 in.x4 600 (each) 
Chemical 12in.x1 1,000 
Chemical 8 in. x2 500 (each) 
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FRESH WATER: Available by pipeline at public berths and somep* 
berths, and by barge at anchorage. 2 water barges with 30! 
capacity also available. 24 hours prior notice is required to sup 
Sundays and national holidays. 


FUEL: All grades of bonded bunkers are stocked in Tokyo Bay * 


FIRE PRECAUTIONS: Oil installations in Yokohama/Kav® 4 
generally do not allow bunker barge to come alongside ships ™ 4 
to their berths. 


CONSULS: Argentina, Colombia, Denmark, El Salvador, Korea, Mét - 
Netherlands, Norway, Paraguay, Philippines, Sweden and Thallé® 


™ 
REPAIRS: Any kind of repairs can be effected at this port. G 
DRY DOCKS: " 
IHI Yokohama: Pr 
Max. d.w.t. Max. LOA 
Dry Dock: Repair Dock 180,000 291 m. 
Peggy Dock 100,000 240 m. 
Wet Basin No.1 (S) N/A 215 m. 
No.1 (N) N/A 150 m. 
No.3 (S) N/A 240 m. QO 
No.3 (N) N/A 330 m b 
No.4 (N) N/A 240 m ( 
MHI Yokohama: ( 
Dry Dock No.1 270,000 331m ( 
No.2 120,000 255 m. ‘ 
No.3 38,000 176m T 
Wet Basin No.1 200,000 334 m T 
No.3A 25,000 196 m c 
No.3B 38,000 208 m 
No.4 250,000 413m 
No.6 75,000 250 m 
No.7 75,000 270m 


Max. d.w.t. Max. LOA 

Dock: 
x19 NO. 1 100,000 265 m 
my 00% 0.2 25,000 170m 
in A 500 60 m 
ya Bas! 3,000 100 m 
D 3,000 120 m 
E 160,000 280 m 
30,000 190 m 


H ; i 
_wveyORS: Lloyd's, A.B.S., B.V., DNV, Salvage Association and 
~ savage are available. GL available from Kobe. 

“wwaY/DECK WATCHMEN: Normally not required. 

WCHES: Opening and closing normally carried out by ship's crew. 
S§ ALLOWANCES: Daily consumption allowed aboard by 
2 packets cigarettes, 1.3 litres beer and 144 ml. of whisky. 

gATRIATION: Possible. 
T: (A) Yokohama to Haneda Airport (25 km.). Limousine bus 

“ yoxohama to Haneda takes 1 hour. 

syoxohama to Narita Airport (100 km.). Train (Narita Express) from 

} to Narita takes 1 hour. Limousine bus from Yokohama to 

takes 2.5 hours. 

%:GMT plus 9 hours. No alterations made to clocks during year. 

@uvAYS: National Holidays: 

‘puary 1st, New Year Holiday. 

wary 15th, Adults’ Day. 

‘puary 11th, Foundation Day. 

wen 21st, Vernal Equinox Day. 

onl 29th, Green Day. 

gy 3rd, Constitution Memorial Day. 

wy 4th, National Holiday. 

vay 5th, Children’s Day. 

sotlember 15th, Respect for the Aged Day. 

sotember 23rd, Autumnal Equinox Day. 

qober 10th, Physical Culture Day. 

svember 3rd, Culture Day. 

ywember 23rd, Labour Thanksgiving Day. 

twember 23rd, Emperor's Birthday. 

xa Holidays: 

wy 20th, Maritime Day. 

taholiday falls on a Sunday, the following Monday is observed as 


widay. 

‘ember 31st — January 3rd is considered as End of Year and New 
vs Holidays, and the period is not workable for dry cargo vessels. 
indays and holidays are not workable for dry cargo vessels. 

‘nkers can load and unload throughout the year. 
*UCE/AMBULANCE/FIRE: Police 110; Ambulance and Fire 119. 
%ERGENCY CO-ORDINATION CENTRE: 

laitime Safety Agency Yokohama (Coast Guard). Tel: 045-201- 


‘okxohama Harbour Pilot Station. Tel: 045-681-4081. 

‘kohama Harbour Police Station. Tel: 045-212-0110. 

*olice Tel: 110. Ambulance and Fire Tel: 119. 

\aster of the vessel can also contact Yokohama Port Radio by VHF 
»enel 16 for urgent matters. 

LEPHONES: Telephones can be placed on board at most public 


wis. 

§RVICES: Most services can be provided, if advance notice is given. 
UNKS: Bank of Tokyo Ltd., 3-17-1 Honcho, Naka-ku, Yokohama. 
#045-201-2515. Hours: 0900 — 1500, Monday to Friday. 

TORING: Dry Cargo Vessel: 

Alic Berths: Vessel can be accessed by trucks. 

*wate Berth (dolphins): Vessel can be accessed by barge from sea. 
wate Berth (non-dolphin): Vessel can be accessed by trucks. 

®ers; Stores, bunkers and lube oil can be supplied onboard at 
ay Stores can be delivered onboard by hand at the terminals. 
4? SUPPLY SERVICE: Japanese Coast Guard, 3rd Regional 
ime Safety Headquarters of Yokohama (Tel: 045-211-0771) can 
a craft or helicopters for picking up crew and sick personnel upon 


he range, capacity and rendezvous points of supply craft and 
“opters can be fixed case by case. 

ORE LEAVE: Crew members are allowed ashore, provided shore 
papers for each crew member are issued by local Immigration 


“8W members are to be back onboard the vessel prior to ship's 
Sarture from port. 

FICATION CARDS: Shore landing passes are issued for crew 
"bers by local Immigration Authority. 
MBAGE DISPOSAL: Collection compulsory at public berths, and 
"ded on request at private berths. 
vice available from Yokohama  Seiko-kai Corporation, 
*"amashita-cho, Naka-ku, Yokohama. Tel: 45-661-0392. 


Additional 
‘ Basic Rates Charges/bag 
bv Collection: 1 unit (3 bags) Y 3,360 Y 1,120 
~ipboard collection: 1 unit (3 bags) Y 9,900 Y 3,300 
lection with drum cans: 1 drum Y 12,560 _ 


vows atges shall be 50% over and above the basic rate in the 
P ng Cases: 

: Collection in rough water. 

" y lection on Sundays, national and local holidays. 

"ste oS moored outside breakwaters. 

‘= OIL DISPOSAL: Service available from Ships Waste Oil 
ley and Disposal Plant, City of Yokohama, 12-70 Daikoku-cho, 
Cae Yokohama. Tel: 45-501-0434. Fax: 45-501-0435. 


: Water ballast Y  1410/cu.m. 
iW water Y 1,100/cu.m. 
aste oil Y 5,000/ton. 


JAPAN 


SEAMAN'S CLUBS: 

United Seamen's Service Inc., 3 Honmoku Futo, Naka-ku, Yokohama, 
Japan. Tel: 045-623-2237. Facilities: Western style restaurant, bar, gift 
shop, games room, money exchange (US$/DM/A$/£), overseas 
telephone, pool tables, darts, TV, library, book exchange, barber shop, 
money orders, postal services (stamps etc.), transportation to and from 
ships in port free of charge, information on sightseeing and shopping 
and doctors. 

The Missions to Seamen, 194 Yamashita-cho, Naka-ku, Yokohama, 
Japan. Tel: 045-662-1871. Facilities: Souvenir shops, international 
telephone, chapel, postal services, bar, darts, games (chess and 
draughts), books/magazines, sightseeing information, TV & lounge, 
welfare, medical information. 

Seamen's Service Centre, 1-1 Kaigan-dori, Naka-ku, Yokohama, 
Japan. Tel: 045-201-2177. Facilities: Waiting room, information on ship 
movements, hotel, hospital, etc. 

CURRENCY: Japanese Yen (Y). 

DEVELOPMENTS: Minato Mirai 21 Project: This project is designed to 
create an attractive city centre for Yokohama, one which will have the 
international and cultural qualities appropriate for a self-reliant, major 
city within the capital region of Japan, and also have the qualities 
appropriate for an international port city. This new urban centre is to be 
built in the inner port area (a total area of 186 hectares, about 110 
hectares, inclusive of the already closed Takashima Pier and the Shinko 
Pier, and some partially reclaimed area of about 76 hectares). 

The project began in 1983 and will be completed in 2000. In 

anticipation of its role in the 21st century, the plan calls for the building 
of facilities for international exchange: conference halls, green belts and 
facilities for the purpose of creating spaces with ample amenities for 
new port activities, daily life and places for people to interact and 
exchange goods and information. 
Honmoku Pier Project: To keep up with this age of containerisation, 
D-4 Container Terminal started service in November 1984. This was 
followed by D-5 Container Terminal operating in December 1986 with a 
berth 300 m. long and a water depth of 13 m. 

At C Jetty, the number of gantry cranes was increased to boost the 
capacity for handling containers with conventional, Ro-Ro and semi- 
container ships. At present 5 such cranes are in operation. There is also 
a plan to expand the container yard by reclaiming the space between 
B and C Jetties. 

The newly reclaimed area at D Jetty completed in 1985 (about 70 

hectares) has secured space for piers and port facilities to alleviate their 
shortage. It will also be developed as a green belt of about 20 hectares 
with various amenities and the Port of Yokohama Symbol Tower to serve 
as the centre of the area. The citizens began using this tower in July 
1986. 
Minami Honmoku Pier Project: The waters off the industrial zone of 
Honmoku Pier have a high development potential as an area for the 
distribution of goods because of the great water depth, its proximity to 
the Tokyo Bay Shore Expressway and other factors. The plan is to build 
deep-water, larger container terminals in order to respond to the 
expanding demand for container freight and the trend towards larger 
vessels. 

We also intend to build a new comprehensive base at the Port of 

Yokohama for distribution of goods in the next century. We hope to 
establish facilities to meet both the diversified demands of and increasing 
complexities for goods distribution. 
Daikoku Pier Project: This project envisages the construction of a 
modern pier by a 321 hectare reclamation project, which will be 
completed in two phases: Phase | includes 221 hectares, and Phase II 
is intended for 110 hectares near Daikoku Pier, Tsurumi Ward. The 
Phase | area was reclaimed in 1984. Some of the berths for ocean- 
going trampers were converted into multi-purpose berths to 
accommodate Ro-Ro ships and semi-container ships. 

The reclamation work was finished in 1990 in the Phase II area where 
the construction of two large container berths is now in progress to cope 
with the expanding demand for container cargoes. We plan to improve 
a complex distribution terminal to be able to handle diverse cargoes in 
a unified, efficient manner, responding to the trend toward diversified 
distribution of goods. We also plan to secure areas for citizen recreation 
activities, as part of our program to improve the environment, by 
establishing large scale green and water areas (about 20 hectares), at 
the gateway to the Port of Yokohama. 

Tokyo Bay Shore Expressway Project: This project calls for improving 
the160 km. long expressway along Tokyo Bay, stretching from Yokosuka 
to Futtsu through Yokohama, Tokyo, Chiba and Kisarazu. There is a 
plan to build a road within the Port of Yokohama linking Ogishima, 
Daikoku Pier and Honmoku Pier, stretching to Kanazawa and Yokosuka. 
When completed, this road will serve as a central network of highways, 
to markedly improve the port functions and alleviate traffic congestion 
within the city. 

AUTHORITY: Port and Harbour Bureau, City of Yokohama, 
2 Yamashita-cho, Naka-ku, Yokohama, 231 Japan. Tel: 045-671-2874/ 
2888. Telex: 3822844 Green J. FAX: 045-671-7158. 
Contact: K. Mithuda, Manager of Port Promotion Division. 


AGENT: Aall Barwil Agencies, 23, Yamashita-cho, Naka-ku, Yokohama, 
231 Japan. Tel: 045-641-0141. Telex: J47711 Aallyh, 3822282 Aallyh J. 
Fax: 045-662-1228. Cables: Aallbarwil Yokohama. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng 


YOKOSUKA: 35.17 N. 139.39 E. 


DOCUMENTS: 
Customs: 
Ports of Call List (Voyage Memo). 
Cargo Manifest for Discharging and Through Cargo. 
Declaration of Crew's Baggage. 
Passenger List. 
Crew List. 
List of Ship's Stores. 
Ship's i og tl 
Last Port Clearance. 
Declaraton of Payment of Tonnage Dues and Special Tonnage Dues. 
Application for permission of: 
Traffic through place other than designated. 
Traffic through place designated. 
Traffic between vessel or aircraft coming and/or going between 
Japan and any foreign country and coasting vessel, etc. 
Application for Approval on Loading and/or Unloading of goods before 
Cargo Manifest is submitted. 
Declaration Inward/Outward of Vessel. 
Immigration: 
Crew List. 
Passenger List. 
Application for Crew member's Landing Permit for Issuance of Crew 
Landing Pass, Crew Replacement and Repatriation. 
Application for Emergency Landing Permit in case of hospitalisation 
of crew members. 
Passport or Seaman's Identity Book. 
Declaration Inward/Outward of Vessel. 
Quarantine: 
Notification for prior Quarantine Procedures. 
Radio Pratique Message from the Vessel. 
Delivery papers for Radio Pratique Message. 
Maritime Declaration of Health. 
Crew List. 
Passenger List. 
Ports of Call List Sis hor Memo). 
Notification for after Quarantine Acceptance. 
Plant Protection Station: 
Application for Plant Importation Inspection. 
Animal Quarantine: 
Importation Inspection not available. 
Maritime Safety Agency: 
Declaration Inward/Outward of Vessel. 
Application for Permission of Movement in the Port. 
Application for Loading, Transfering and Unloading of Explosives and 
Combustibles. 
Application for Transportation of Explosives and Combustibles. 
Port Authority: 
Application for use of Facility. 
Declaration Inward/Outward of Vessel. 


PILOTAGE: In applying for pilot at time of entry and departure, pilot 
station should be contacted 24 hours in advance of beginning of pilotage 
through Agent. 96 pilots available. 

Uraga Channel Pilots: Tel: 0468-35-6211. Telex: 3852-451. 

VHF Call sign: “Uraga Channel Pilot’, on Channel 16. 


ANCHORAGES: At 4th District of Yokosuka Port. Depths 10 m. — 30 m. 
RESTRICTIONS: The 1st, 2nd and 3rd District of Yokosuka Port under 
compulsory pilotage districts. 


Possibilities of Entry or Sailing after Sunset: 
Nagaura Pier: 


(See Plan) 


Entry: lf berthing alongside “Head In”, the vessel may pass 
Yokosuka Ko North-East Breakwater (E) Lighthouse from 
sunrise to sunset. 

If berthing alongside “Head Out’, from sunrise until 
30 minutes before sunset. 

Sailing: If berthed alongside “Head Out”, the vessel may leave 
quay from sunrise to 2200 hrs. 
lf berthing alongside “Head In’, from sunrise until 
30 minutes before sunset. 

Shinko Wharf: 

Entry: The vessel may pass Yokosuka Ko (S) Light Buoy No. 1 
from sunrise to sunset. 

Sailing: | The vessel may leave quay from sunrise to sunset. 

Shinko Pier: 

Entry: The vessel may pass Yokosuka Ko (S) Light Buoy No. 1 
from sunrise until 30 minutes before sunset. 

Sailing: | The vessel may leave quay from sunrise until 30 minutes 


before sunset. 
During the evening rush hours in Uraga Suido Traffic Route (1600 hrs. 

— 2000 hrs. JST), a vessel of some 10,000 gross tons or more should 

normally avoid crossing the West Traffic Lane of the traffic route from 

of to the West, but if obliged to do so, should pursue safety in crossing 
y: 

(a) Understanding the prevailing circumstances and conditions in and 
around the traffic route by keeping in close contact with the Tokyo 
Wan Traffic Advisory Service Centre. 

(b) Faithfully obeying maritime traffic rules (particularly the rules on 
conduct of vessels and indications of their own routes under the 
Maritime Traffic Safety Law). 

(c) At all times maintaining a proper lock-out (by sight and hearing) as 
well as all available means. 

(d) At all times proceeding at a safe speed. 

(e) Effectively using escort boats, tugs, etc. 

(f) As far as practicable, maintaining a listening watch by VHF radio 
telelphone on Channel 16. 


MAX. SIZE: See “Berthing”. 
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HEALTH: Radio Pratique available. Authorities board at ay 
Quarantine Station to be informed in advance of name of last pon Jo 
name, tonnage, number of crew, number of passe 4 
nationality, etc. In event any suspected disease, Agent sho 
advised. When isolation of ship needed, it will be transteny AC 
Quarantine Station Yokohama. 

RADIO: Local radio station. 104 
TUGS: Can be arranged through Agent. Tugs normally JOIN Veg, Ha8 
3rd District, when vessel enters Nagaura and Shinko, and in 7th Oy 
when it enters Kurihama. Tug's lines to be used. Charge for tugyy 
included in charge for tug. re 
BERTHING: Agent submits application for berth to Por 


T 
(Nagaura and Kurihama Port Offices and Yokosuka Shino dt 
Company). 1 


pe - Max. Size df 
ea. epth Length Draft Length Ri 
Tonnage iis 0 
: (m.) (m.) (m.) w 
Nagaura Pier 
No. 1 8.0 150 8.18 200 m./ Attn 1 
7.4 7.64 15,000 g.-r.t. height olig 
No. 2 10.0 200 10.00 200m./ in goodmm © 
8.7 8.82 21,000g.r.t 
North Dock 11.41 85 11.00 200 m. 2 
Dolphin Plus 
Tide { 
South Dock 4.9 about80 5.00 2,000g,r.t r 
Dolphin te 
East Dock 7.8 about 90 6.80 
Dolphin st 
Yokosuka Berth al 
No. 6 9.4 118 8.00 A 
No. 7 9.7 118 8.20 of 
No. 8 10.6 225 9.00 Do 
No. 6 Dock 12.6 317 9.10 Across sill is 7 
Berth No. 14 12.6 150 9.10 7 
Berth No. 15 12.6 167 9.10 { 
Berth No. 16 12.6 167 9.10 
Berth No. 17 126 150 9.10 1 
No.5 Dock 10.0 307 9.10 Across sil 2) _ | 
No. 4 Dock 7.82 227 6.80 Across sill 25) TM 
Shinko y 
Pier No. 1 5.1 90 5.55 80 m./ { 
2,000 d.w.t ‘ 
Pier No. 2 5.1 90 5.55 80 m./ ' 
2,000 d.w.t th 
Pier No. 3 7.0 130 7.27 110 m./ 
5,000 d.w.t 
Shinko | 
Wharf No. 1 9.6 200 9.64 225 m./ 
15,000 d.w.t { 
Wharf No. 2 9.7 200 9.73 225 m./ Sr 
15,000 d.w.t. cu 
Mie, pay Buoys (* Approximate Distance between Sinkers). 
3 - C3 13.3 180* 13.00 20,000 g.r.t. 
C4-C4 13.2 270° 12.91 20,000 g.r.t. 
C5-C5 12.1 250° 11.91 20,000g.r.t. 4 
C6 —- C6 11.3 210° 11.18 10,000 g.r.t. 
N2 — N6 7.2 130° 7.45 3,000 g.r.t. 
N6 — N6 7.0 84* 7.27 3,000 g.r.t. 
N14—N14 7.0 80° 7.27 3,000 g.r.t. im 
5 -N 6.1 84" 6.45 3,000 g.r.t. 
N16 — N16 6.1 91.5° 6.45 3,000 g.r.t. Pil 
Kurihama de 
No. 1 Pier x 
(Nichiro) 5.5 220 5.91 8,000 g.r.t rex 
No. 2 Pier Ch 
(Shingan) 5.8 130 6.18 8,000 g.r.t. Md 


STEVEDORES: Agent will arrange stevedores. 
MEDICAL: Agent can arrange medical doctor who understands {ot , 
languages. " 
TANKERS: No berthing facility for commercial tankers. Only US. 
Base, Yokosuka, has berthing facilities. si 
FRESH WATER: Available ex-wharf. be 
FUEL: Most grades of domestic and bonded oil are available® 
Yokohama or Kawasaki. Q 
CONSULS: None. & 
REPAIRS: Dockyards available for all repairs. , 
DRY DOCKS: 1 — 475x19.5 ft.; 1 — 352% 15.75 ft. 5 large-size # F 
1 pe wharf. 

GANGWAY/DECK WATCHMEN: Agent arranges watchmen. " 
OPENING/CLOSING HATCHES: Stevedores or crew. ( 
CUSTOMS ALLOWANCES: Tobacco: 2 packets per day. { 
144 ml. per day. ( 
REPATRIATION: No facilities exist. If necessity occurs, contact ( 
of Immigration for approval. ; ( 
AIRPORT: 40 km. to Haneda Airport, Tokyo. 120 km. to Narita A? 
Tokyo. 

TIME: GMT plus 9 hours. No alterations during year. 
HOLIDAYS: Cargo work usually daytime. On Saturday aftemoo"! 
Sunday, national holidays, Municipal Inauguration Anniversaty.! Al 
December 31st, January 1st, 2nd and 3rd no cargo work. 
POLICE/AMBULANCE/FIRE: Police, 110; Ambulance/Fire, 119 ® 
TELEPHONES: Facilities now underway. —- 
GENERAL: Port situated in city confines, a portion of port is u* & 
JMSDF and also by the U.S. Navy according to Japan-U.S. S ® 
Treaty. 

AUTHORITY: Nagaura Port Office, Mubanchi, Minato-machi, 
Yokosuka City. Te/: (0468) 61-3419. ; 
Port & Harbour Dept., Yokosuka City, 11, Ogawa-cho, Yokosu# 

Tel: (0468) 22-4000. 

AGENT: Sub-agents of Aall Barwil Agencies. ¥ 
Sagami Transportation & Warehouse Co. Ltd., Mubanch. a 

Minato-machi, Yokosuka City, Kanagawa Pref. 237, Japan. Tel 

61-5361. Telex: 3852528 Sagami J. Fax: (0468) 61-3116 

Sagami Yokosuka. 
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oan 
usa: 29.31 N. 35.01 E. (See Plan) 


TION: The commercial sea port of Aqaba is the only outlet to the 
oe Kingdom of Jordan, and is situated at the top of the Gulf of 
at Lat. 29° 31’ N., Long. 35° 01’ E. 
ty nger and Container Terminals lie approximately 3 miles to 
ewth of the main port. 

New Oil Exporting Jetty lies approximately 8 miles to the South 


ae main port. : , é ; 

seFettiliser Industry Terminal lies approximately 9 miles to the South 
ae main port. 

qr UMITS: The Southern limit of the port is an imaginary line 270° 
,/Derrah Point (Saudi Border); about 10 miles from the main port. 


ENTS: Documents required by the authorities for cargoes: 
of all dangerous goods on board showing IMO & UN numbers. 
sgpies_unfreighted Manifest, showing IMO & UN numbers for 


‘ous goods. 

smpies of unfreighted Manifest for Free Zone if vessel has Free 
“Inne cargo. 

st of non-negotiable Bills of Lading. 
s\anifests should bear the following clause: “This is to certify that 
snove vessel has not called and is also not scheduled to call at any 
ports nor is owned by any Israeli Company, also it is not included 

Black List”. 
; the above documents are to be airmailed to the Agent's Head 
ein Amman and not Aqaba. 
‘ments Required by the Authorities for Free Pratique: 
‘pies Crew List. 
tepies Passenger List. 

spy Stores List. 

spy Crew Declaration List. 

spy Vaccination List. 
«following Forms to be Filled: 
tpies of Maritime Declaration of Health. 
‘Customs Declaration Form. 
topies Vessel's Specification Form. 

spy Pilotage Form. 
following Documents to be Produced for Checking: 

} Log Book. 
» Ship's Registry Certificate. (Kept by the Port Authorities until 

departure). 
» Derat Certificate. 
iomaster's Report: November 1988. 
‘ms: 3 copies Crew List. 
1 copy Bonded Stores List. 
1 copy Crew Declaration. 
et 3 copies Crew List. 
wentine: 3 copies Crew List. 

1 copy Maritime Declaration of Health. 
2 copies Vaccination List. 

mgation: Photograph for shore passes (compulsory). 


AGE: Pilotage is compulsory for all vessels above 150 n.r.t. for 
"ing, unberthing and entering the anchorage area. Pilotage is 
waned from the Harbour Master through Port Control. Ships in harbour 
‘wing a Pilot should call the Pilot via Aqaba Port Control Radio (VHF 
*anel 16, working Channel 12) 1 hour before ship is ready to move. 
“ance notice of the ship’s requirement of pilot service should be given 
‘Agent who should advise the Harbour Master or his representative. 
‘sould be noted that vessels may proceed to sea from the anchorage 
out taking a Pilot, but for ships leaving the berths alongside, pilotage 
“mnpulsory. Sound signals are prohibited. 

dips intending to go to anchorage, cargo berths or phosphate export 
®s should wait for Pilot 1 mile S.W. of these berths. 

Sps intending to berth alongside the Floating Berths (Yarmouk) or 
“ainer Terminal should wait for Pilot 1 mile to the S.W. of these 


ts. 
ps intending to berth alongside the Fertiliser Berth or the Oil Jetty 
“dwait for Pilot 1 mile to the S.W. of these berths. 
vessel has to supply the following information to the pilot station 
requesting a Pilot: 
* Name of vessel; 
* Nationality; 
» Agent's name; 
* Overall length; 
* Maximum draft; 
_ 9108s and net tonnages; 
} Cargo for Aqaba; 
Any special characteristics of vessel. 


SHORAGES: About 0.6 miles from shore in depths of 15 — 
i is. Ships awaiting discharge can easily anchor in deep water 
“erage which can accommodate 8 vessels. 
rages 1-4 are called inner anchorage and are used for ships 
ging cargo into barges. Anchorages 5-7 are used for ships waiting 
2 Anchorage 8 is used for small vessels. All anchorages lie in the 
“tulsory pilotage areas. 
a anchored, all ships must keep 6 cables distance from the Royal 


Sthictions: The entry of ships to anchorage after sunset is not 
re Berthing is prohibited during darkness at the oil terminal. 

te Masters are warned that contravention of above rules renders 
lable to penalties of up to JD. 10,000 per ship. 


ig: Up to 20,000 d.w.t. Max. draft 32 ft. for the cargo berths 
ms 000 d.w.t. and 50 ft. draft for the phosphate loading berth. Also 
* Betting” and “Notice”. 
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HEALTH: Health Officials board after vessel drops anchor or after vessel 
is secure alongside. 

The Port Medical Officer is in charge of granting Free Pratique to all 
vessels on arrival, and of all medical matters concerning ships and 
seamen. 

RADIO: Aqaba Radio Station, call sign JYO. 

Watchkeeping hours are currently from 0500 hrs. to 1700 hrs. GMT. 
The station received all MF frequencies on: 500 kHz and 477 kHz and 
receives HF frequencies from 0700 hrs. to 0900 hrs. GMT only on 
8728 kHz. The radio station listens on VHF Channel 16. 

Weather forecasts: Twice daily, at 0730 hrs. and 1530 hrs. GMT. 

The new radio station will work for 24 hours and will be able to receive 
all types of communications (Telegraphic, Telephonic, Telex, etc.) 

Note: To all ships bound for Aqaba Port = In order to facilitate berthing 
and cargo handling at Aqaba Port, Masters of ships are kindly requested 
to cable Harbour Master in Aqaba via Aqaba Radio 72 hours and confirm 
24 hours before arrival providing the following information:— Ship’s name, 
Flag, Last Port, Next Port, Cargo for Aqaba, Tonnage and Type, Length, 
Breadth, GRT/NRT, Draft Forward/Aft, ETA, Aqaba Agent's Name, Liner 
or Charterer, Year built, and if Ro-Ro ship, the Ramp Location. 
Station Telex No. 62325 Aq Radio Jo. Station Tel. No. 315544 and 
314321. 

VHF: Aqaba Port Control at Harbour Master's Office listens 24 hours 
on VHF Channel 16, working Channels 10 and 12 for service messages. 
Pilots listen VHF Channels 9 and 12. 

RADAR: There is no Port Control Radar, but tugs are equipped with 
radar and sounding apparatus. 

TUGS: Compulsory. 7 tugs, 840h.p. — 3,200h.p., 9 mooring and 
5 towing boats 80 h.p. — 380 h.p. 

BERTHING: The Main — Port Berths: Includes 12 berths with a total 
length of 2,050 m. for handling general cargo, grain, phosphate and 
discharging lighters. 


Length of 
Berth No. Berths 
nvarape (m.) 
1 receives ships up 160 
2,5,6 } to 40,000 d.w.t. 180 
3,4 180 
7 150 
8,9 150 
Lighter Discharging Berth 150 
Phosphate Berth A 210 
(With conveyor belts and 
shiploader of 1,000 t.p.h.) 
Phosphate Berth B 180 


(With conveyor belts and two 

shiploaders of 2,200 t.p.h. each). 

Also see “Notices”. 
Container Berth: Total length of 540 m. and a depth of 15 m. which can 
receive 3 vessels at a time up to 100,000 d.w.t. each. It is equipped 
with 2x40 ton gantry cranes. Attached to this berth and with a depth of 
10 m. is the Ro-Ro Berth with 40 m. length. 

The Container Terminal has a container freight service, Container 
Freight Station (CFS) and a container and Ro/Ro storage area of 
309,000 sq. m. 

The capacity of the container storage area is 7,000 full containers and 
5,000 empty containers (in TEUs). 

The Terminal also has 24 power points for the supply of power to 
refrigerated containers. 

Passenger Terminal and Yarmouk Floating Berth: Length 150 m. and 
depth 10 m. It specialises in passenger traffic and their vehicles, it also 
receives Ro-Ro and container ships. 

Mo’'ta Floating Berth: Recently fixed to the North of container berths 
with a length of 150 m. and a depth of 15 m. It is used for bagged 
cement, export purposes and Ro-Ro vessels. Max. size 35,000 d.w.t. 
Moshterak Berth: Length 120 m. and depth of 11 m. Dolphin berth used 
as a pontoon, with a shiploader and conveyor belt fixed between 
dolphins for handling cement products. Also used for oil product exports. 
Max. size 120,000 d.w.t. 

New Oil Export Jetty: Length of jetty 150 m. Depth alongside 25.0 m. 
There are 4 breasting dolphins and 4 mooring dolphins. Max. size 
300,000 d.w.t. Max. monthly oil exporting capacity 300,000 tons. 
Industrial Port: Jordan Fertiliser Industry Co. Ltd. 


(Receives ships up 
to 100,000 d.w.t.) 


(A) Timber berth (J.F.1) 1 Sea Side 
Max. draft permissible 6.8 m. 
Length of berth 80 m. 
Max. vessel width = 
Max. vessel d.w.t. 5,000 tons 

(B)  (J.F.1.) 2 Shore Side 
Max. draft permissible 1.75 m. 
Length 45m 


There is possibility to use Berth No.1 and No.2 for Ro/Ro vessels of 
different sizes, with stern (straight) ramp of not less than 35 m. in length. 
The vessel will be moored 25 m. from the jetty. 


(C) Fertiliser berth Sea Side Shore Side 
Max. draft permissible 15 m. 11m. 
Length 230 m 190 m. 
Max. vessel width 27 m. 27 m. 
Max. vessel d.w.t. 50,000 40,000 


2x 2,000 t.p.h. shiploaders and 1 <500 t.p.h. ship evacuator. 

2 Potash stores, each 75,000 tons capacity. 

CARGO EQUIPMENT: Grain Silos: Erected by Ministry of Supply on 
Berth No.1 with evacuators & conveyor belts with a capacity of 500 t.p.h., 
and storage capacity of 150,000 tons. 

Storage Facilities: 


Total Shedded Area 41,500 sq.m. 
Closed Hangers Area 34,500 sq.m. 
Paved Open Storage Area 450,000 sq.m. 
Closed Cold Store 500 Tons 

Container Terminal Area 309,000 sq.m. 
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Cargo Handling Equipment: 

46 Cranes with a capacity of 2 tons — 5 tons. 

13 Cranes with a capacity of 10 tons — 40 tons. 

2 Cranes with a capacity of 45 tons. 

2 Cranes with a capacity of 90 tons — 120 tons. 

108 Forklifts with a capacity of 1.5 tons — 22 tons. 

49 Tractors. 

9 Straddle carriers for handling containers. 

19 Tug Masters. 

12 Top lifts of 5.0 tons — 30.5 tons. 

2 Gantry cranes with a capacity of 40 tons each. 

120 Trailers. 

33 Barges with a capacity of 250 tons - 500 tons each, including 
1 Water Barge, 1 Waste Collection Barge and 1 Oil Pollution combatting 


Barge. 

STEVEDORES: Stevedoring is carried out by The Ports Corporation 
and their working hours are from 0700 — 1400, work must start at 0700 
and end at 1400, therefore there is 1 hour overtime in the morning from 
0700 — 0800. The second shift’s working hours are 1700 — 0100 next 
morning and are counted as overtime hours. 

Ships with homogenous cargoes of bags or steel may work four shifts 
per day — first shift 0700 to 1100, second 1100 to 1600, third 1600 to 
2200 and fourth 2200 to 0500 next morning. 

During the month of Ramadan the timing is 0700 — 1300 for the first 
shift and 2100 — 0300 next morning for the second shift, the four shift 
system is suspended during this month. 

Cargo work is continuous throughout the year with the exception of 
1 day at Eid-El-Fitr (the first day of the holiday) and 1 day at Eid-El- 
Adha (the first day of the holiday). 

Friday is the official weekly holiday therefore the working hours during 

this day are treated as overtime hours at an extra cost of JD 37.5 per 
gang per day. 
Ships’ Working Hours: Ships can work around the clock depending on 
the Master's option and the number of ships in port. Senin of ships’ 
hatches is allowed up to 2100 hrs. if Agent arranges for gangs 
beforehand. 

The port meeting is held daily at 1000 hrs. 

MEDICAL: The Health Department of Aqaba Port provides all medical 

services required and responds to any urgent calls by radio before 

arrival. A government hospital and 2 private hospitals are available and 

well-staffed. 

Somaru Tankers loading fuel oil can be handled at the following 
erths: 

Mushterak Berth: Consisting of 2 dolphins 120 m. apart from each other 

with a depth of 11.0 m. 

New Oil Berth: The berth is currently used by a permanent local 

100,000 ton tanker “Alazrak” as a storage vessel. 

Port Restrictions: 

1. No night berthing/unberthing. 

2. Dirty ballast facilities are not available. 

3. Pilot boarding area adjacent to the terminal. 

4. Slops not accepted. 

5. No limitation on freeboard. 

Port Circulars: 

Ref. No. 2/10/2/499 

Date: 10/1/86 

To Ocean Going Oil Tankers Arriving at Aqaba Oil Terminal: 

Standard information from ocean going oil tankers arriving at Aqaba Oil 

Terminal must be sent by cable or letter to Ports Corporation at least 

15 days before arrival. 

1. Date/time of arrival to be confirmed 5, 4, 3, 2, 1 days before arrival. 


2. stb particulars — name/kind, date of building, d.w.t., draft, LOA, 
readth. 

3. Ballast condition, quantity of ballast, condition of ballast —- segregated 
or clean ballast. 

4. Slop quantity on board on arrival. 

5. Condition of cargo tanks, crude oil washed, gas-free, etc. 

6. All overboard ballasting, deballasting, lines condition flushed, 
cleaned. 

7. Equipped with inert gas system, then percentage of oxygen in the 


cargo tanks on arrival and throughout cargo operations. 

All information sent to Ports Corporation must be correct. 

Ref. 2/10/2/521 

Date: 29/1/86 

Port Instructions and Regulations to receive and serve Oil Tankers: 

All oil tankers arriving at Aqaba Oil Terminal should comply and perform 

with the international convention 1973 and 1978 (MARPOL) marine 

pollution protocol and with OCIMF/ICS for ship to ship transfer guide 

(petroleum) for the safety and preventing pollution at Aqaba Gulf, hereby: 

1. Oil tankers are requested to have segregated ballast, only such 

capacity which will allow them to operate safely on ballast conditions 
and on manoeuvring purposes are accepted. No other ballast except 
the segregated will be, for any reason, discharged at sea - while 
there are no reception facilities available at Aqaba Oil Terminal. 

2. Oil tankers will be allowed to come alongside the storage vessel only 
if fully inerted. They will be rejected if oxygen percentage is more 
than 8% and the inerted condition will be maintained throughout 
mooring and loading/discharging operations. 

. Oil tankers must have the cargo tanks dry, clean and suitable to 

receive cargo on arrival avoiding any kind of contamination. 

. The crude oil must be loaded by tankers of approximately 

200,000 d.w.t. as per contract with Ports Corporation. 

. Tankers age should not be more than 10 years. 

Oil tankers will be inspected by Ports Authority on arrival coming 

alongside the storage vessel and they will be rejected if not complying 

with the requirements mentioned here above. 

Note: The storage vessel has left Aqaba Port and M/V “Al-Azraq” is 

currently berthed in its place. 

Also see “Berthing”. 

DENSITY: Average density in the port is 1031. 
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FRESH WATER: Fresh water may be supplied to ships Nd ay 
be supplied alongside any of the berths. 
FUEL: Bunker fuel is available in Aqaba. 
CONSULS: All Consulates are in Amman, the capital, ex m 
Danish Consulate, (Vice-Consul), at Kawar Building, Egyptian Oy, 
(Western Housing Area) and the German Consulate. 
REPAIRS: Only minor repairs may be carried out above the 
Divers may be obtained and a private firm carries out 
Navigational Aids including radar, gyro compass, echo sounde % 
uipment, etc. 
DRY DOCKS: Slipway for maintaining port equipment. 
SURVEYORS: Germanischer Lloyd, NKK, Bureau Veritas and), 
Register are available in addition to other classification soc; 
GANGWAY/DECK WATCHMEN: Customs provide a guard Who 4 
be given full board and lodging. Ships are also supplied we 
watchmen through Agents. |2 
OPENING/CLOSING HATCHES: Normally handled by Stevedores, 
alongside or by ships’ crew before arrival. SHIP 
CUSTOMS ALLOWANCES: 20 packets of cigarettes and { toy Pik 
liquor for each crew member. Ships’ store is locked and Seay terth 
Customs while in port. th 
AIRPORT: Aqaba Airport links Aqaba with Amman Internationa, ont, 
355 km. away. One flight daily. He 
TIME: GMT plus 2 hours. ve 
HOLIDAYS: May Day (May 1st); Independence and Army Day) 
25th); Arab Reconaissance Day (July 4th); Crowning of King hy auT 
upuet 11th); King Hussein's Birthday (November 14th). J 
The following dates change from year to year as they are te 
in accordance with the lunar calendar consisting of 354 days. 
1994: Eid El Maraj (January 10th); Eid El Fitr (March 11th-15thys AGE 
Adha (May 21st-24th); New Year Hijriya (June 11th); Prophet'sg« Jord 
(August 20th). Tele 
NOTICE: 
The Hashemite Kingdom of Jordan Port Corporation - Aqaba 
No. 7/3/8787 
Date: 1/11/1989 


aa 
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Circular No. 46 for the year 1989 
to all Shipping Agents 
Further to my Circular No. 26 for the year 1986, please note tha: 
sweeping of all berths has been made, and it was establishe 
vessels with specifications listed hereunder can be received. 
take note and inform all your Principals, the Owners, Charterey 
Managers of vessels calling to Aqaba under your agency in o# 
comply with, ‘. 
e 


Draft LOA D.W.T. — Displae 

(m.) (m.) (tonnes) (tome 
Berth No. i} 10.80 200 35,000 45 
Berth No. (2 10.00 180 (220) 35,000 4a 
Berth No. (3) 13.00 180 (220) 40,000 Sim 
Berths No. (4, 5, 6) 11.50 180 (220) 40,000 Sin 
Berth No. (7) X 8.00 150 (170) 80,000 14m 
Berth No. (8) XX 5.80 110 3,000 $a 
Berth No. (9) XX 5.40 110 3,000 5a 
Berth No. (10) + Tugs 1.50-3.50 60 400 a 
Old Phosphate Berth (A)XXX 11.00 100 (200) 20,000 an 
New Phosphate Berth (B) 14.40 20 100,000 120 
Floating Motah Berth — West 20.00 200 40,000 5m 
Floating Motah Berth — North 9.00 150 10,000 150 
Floating Motah Berth — South 10.00 150 10,000 15m 
Joint Berth For Cement Exports Uses 
Ro/Ro Berth 10,00 180 10,000 “J 

+25,000 
Containers Berths No. (1&2) 14.00 180 (240) 55,000 Un 
Containers Berth No. (3) 20.00 180 (240) 55,000 ue 
Yarmouk Floating Berth — West 9.00 150 (170) - 
Yarmouk Floating Berth — North 7.50 120 10,000 1S 
Yarmouk Floating Berth — South 6.00 120 10,000 15m 
Military Berth 13.30 (5.00) 70 (100) 1,000 1s 
Crude Oil Berth XXXX 24.00 370 300,000 ob 
+ 406,000 

Timber Berth — West 6.80 80 (120) 8,000 14m 
Fertilisers Berth — East 11.00 190 30,000 on 
Fertilisers Berth — West 15.00 230 50,000 Tom 
Fertilisers Berth 

1.50 (9) 40 (200) 25,000 2 


No. (2) — West XXXX 
( ): Possibility to exceed LOA, depending on occupancy of a# 
berths. 
x: There is a rock at (7.60 m.) deep. It is (70 m.) to the Ww 
the berth and (60 m.) West of East angle. 

XX: Depth being (60 m.) wide East of the berth and (100m! 

From the vessel loader to North end of the berth (100 

(118 m.) to the South end. 

XXXX: Barges and tugs could berth on the wharf. Also Ro-Rov 

with (9.00 m.) draft could anchor at a distance not les’ 
(25.00 m.) from the quay, provided the ramp is (25.00™' 
and both bow anchors are used to keep vessel bow sié® 
406,000 tonnes d.w.t. alongside plus 300,000 tonnes * 
double banked alongside. 

Signed: 

Director General 

The Ports Corporation/Aqaba. 

GENERAL: Weather: Masters are warned that during the Winter'™ 

strong Southerly gales can develop within 2 hours followed by 

such a case it may be necessary for small vessels to unbe™ 

proceed to sea, and also for vessels in the anchorage to weigh & 

and proceed to sea and remain at sea until the weather 

Range of Tide: The range of tide is 1.2 m. at Spring tides. _ 

Firefighting: The port has its own fire brigade, which includes = 

and foam engines; 1 dry powder engine; 1 ladder engine; 3 We 

rescue engine and 2 manual high capacity pumps, plus 2 

equipment such as breathing apparatus, etc. 

The town of Aqaba has a highly efficient and well equipped fire? 
and it is 4 km. away from the port. 

Aqaba Airport 11 km. away also has a fire brigade and as 
may be called for from any of these whenever needed. : 
Waste Matter and Pollution: No rubbish may be thrown overboal?! 
at the anchorage or alongside the quays. A barge calls regula? 


zz 


+ 


; comes to collect garbage. No vessel which has carried livestock 


ean its holds while in port. No vessel may pump overboard any 

#yelor water ballast liable to contaminate the port. This regulation 
Jarly to substances mixed with oil. 
Masters are warned that contravention of the above rule 

#5 om liable to penalties of up to JD. 10,000 per ship. 
oe opMENTS: Development Projects: 
pe of a new Ro/Ro passenger terminal (completed). 
» Erection of a berth to serve the Ro/Ro passenger terminal 


# 


aoe OF 


). 
P developing Port's communication system and the coastal station 
; ed) 


of prevention of pollution and firefighting (under 


* onsideration). 
Computerisation is underway. 


STER'’S REPORT: July 1992. 
sis available throughout 24 hours to take vessel to anchorage or 


Sse #5 2 


ee. are 8 designated anchorage spots. Any other vessels have to 
énot berthing. 

Aah officials and Agent board whilst vessel is drifting. 

ssel's cargo was 13,000 tons of bagged sugar. 


bed 


: The Ports Corporation — Aqaba, P.O.Box 115, Aqaba, 
wn Tel: 314024/8. Telex: 62262, 62352 Port Jo, 62235 Radio Jo. 
+ 316204. Cables: Port, Aqaba. Contact: Dr. Duraid Mahasneh, 
ctor General. 

@xt: Gulf Agency Co. (Jordan) W.L.L., P.O.Box 1479, Aqaba, 
Tel: (962-3) 314218, 312909, After office hours: (06) 315977. 
‘ex 62343 GAC AQ JO. Fax: 313618. Cables: Gacship, Aqaba. 


Se © BE 


- BO a 


shits 


NOTES 
Please also advise Shipping Guides Ltd. 


JORDAN 
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Kenya 


MOMBASA: 04.04 S. 39.40 E. 


DOCUMENTS: 

Health Certificates: Forms obtainable from Pilot. 

6 Crew Lists. 

10 Passenger Lists. 

Dangerous Cargo Lists. 

Ship's Register. 

Shipmaster’s Report: 1981. 

Declaration of Health (Form Med-284). 

Port Health Clearance of Ships (Form GPK-160). 

Set Vaccination Lists. 

4 Crew Lists. 

4 In-transit Passenger Lists. 

4 Landing Passenger Lists. 

Arrival Declaration for Passengers (Landing Only) (Form F1). 

Stores List (Form C7). 

Crew Declarations (Form C8). 

Parcel Lists (Form C3). 

Ship's Register (Copy). 

Ship's Record & Master's Report (Form KPA/Rev. 92) (to Pilot). 

Shore Passes (Company Forms). 

Arrival & Sailing Reports (Agency Forms). 

Shipmaster’s Report: April 1984. 

Please note that the “East African Countries” (Kenya, Tanzania, etc.) 
Customs Union does not exist any more and separate Customs 
Declarations are needed for each country. Consequently Bonded Stores 
seal can be broken after Mombasa or Dar Es Salaam. 


PILOTAGE: ETA through ships’ Agents, 48 hours’ notice. VHF Channel 
12 (Mombasa Radio VHF Channel 16). Pilot boat 72 ft. launch, 
international orange hull, white superstructure. No signals for Pilot — call 
on VHF Channel 12 (Mombasa Pilots) or by signal lamp to lighthouse. 
Pilot boat position 1 mile outside “Turning Buoy” on Ras Serani leads 
(301°). No special bad weather regulations. Pilot ladder 6 ft. from water 
— must have manropes - lit at night. 

Tankers: For deep laden tankers, Pilot boards 1 hour before HW. 
Because of strong currents, deeply laden tankers must not attempt to 
“close” in before sighting pilot launch. Good lee and some headway 
recommended. 

Special attention is drawn to the fact that ships bound for Kipevu must 
be in the agreed pilot embarkation position at the agreed time. The time 
agreed is chosen, such that, ships may transit the dredged channel with 
maximum advantage of the rising tide and arrive off the berth just before 
the ebb sets in. At that moment only little time is left to position the 
vessel and tie up sufficient moorings to hold vessel on to the jetty face, 
before the force of the ebb, diverted to an abeam direction by the jetty 
Causeway, comes to bear on the ship's side. 

Distance to Shimanzi Jetty, about 6 miles. 

Distance to Kipevu Jetty, about 7 miles. 


ANCHORAGES: No safe outer anchorage. 


RESTRICTIONS: 
Tankers: 

1. By day: Max. length 850 ft. 

By night: Max. length 680 ft. 
Trim to be between 4 ft. to 6 ft. 

2. Restrictions for night movements for Crude Oil or Black Oil ballasted 
vessels up to 850 ft. LOA provided: (Rigid requirements.) 

(a) movement takes place on last 3 hours of flood tide; 

(b) all anchorages between berth and sea are vacant; 

(c) the Duty Pilot holds a Master's Certificate; 

(d) ballast draft to be 18 ft. forward, 22 ft. aft. 

No night movements are permitted for Low Flash White Oil product 
vessels. Masters of vessels ready to sail at night are strongly advised 
to notify the Authorities of the time of sailing; the vessel is to be ready 
to sail before 1600 hrs. and preferably before 1500 hrs. of the day in 
question. 

This should be done by Radio direct to the Chief Pilot and through 
Agent. The Agent must also make the request in writing to the Harbour 
Authorities so that proof of requirements exists. 

This is a standing regulation. 


MAX. SIZE: Length 850 ft. Draft 43 ft. 06 in. Also see “Restrictions”, 
“Berthing” and “Tankers”. 


HEALTH: Radio Port Health Officer, Mombasa, giving last port of 
departure, ETA Mombasa, condition of crew, any sickness on board, 
passengers. Must have “Q” Flag until doctor visits vessel. 


RADIO/VHF: Mombasa Radio Coast Station M/F, H/F, W/T & R/T and 
VHF R’T Services: 

Station 5ZF (W/T) 500 — 524 kHz; traffic list 0100, 0500, 0900, 1300, 
1700, 2100; Continuous watch; listening freq. 500 kHz. 

Station 5ZF2 (W/T) 8710.4 kHz; traffic list 2018; schedules 2018 
—2030, OBS only 0080 — 0030, 0600 — 0630, 1200 — 1230, 1800 — 1830; 
listening freq. 8354 — 8374 kHz. 

Station 5ZF3 (W/T) 13065 kHz; traffic list 0448, 0830, 1518; schedules 
hv — 0530, 0830 — 0900, 1518 — 1545; listening freq. 12531 — 12561 

ra 

Station 5ZF4 (W/T) 17175.2 kHz; traffic list 1248; 1248 — 1315; 
listening freq. 16708 — 16748 kHz. 

Station (R/T) 2595, 2181 kHz; traffic list 0603, 1203; schedules 0600 
— 0630, 1200 — 1230; continuous listening watch outside schedules 2182 
kHz; listening freq. 2182 kHz. 

Station (R/T) 4409.4 kHz; traffic list 0533, 1303; schedules 0530 
—0600, 1300 — 1330; listening freq. 4104.4 kHz. 

Station (R/T) 8805.6 kHz; traffic list 0633, 1233; schedules 0630 
—0700, 1230 — 1300; listening watch on 8255.6 kHz; 0330 — 1530 
listening freq. 8255.6 kHz. 
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Mombasa Radio also provides continuous R/T service on \j~ 
benefit of ships in and around Mombasa within radius of 
henna 16 for calling and Channels 26 and 27 for working, i, 
in GMT. 


TUGS: 34,000 h.p. Tugs join vessel inside harbour between ta, 
Kilindini Reef. Tug lines no additional charge. 

BERTHING: All berths fendered. Nos. 8, 9 and 10 and 
Terminal berths, no berthing on ebb tide, with range of 64 , 
Kipevu Oil Terminal berthing on first of ebb with tankers ove, 


‘ 


Draft alongside Nos.1 to 5 32 ft. at daty 

” ” 7 32)» 
8 310 One 

’ 9 345 » 
10 31» 

’ SOT 325s 

, 11 to 14 30 » 

” ” 16 to 18 365 

” ” Mbaraki 36 » 

” ’ KOT 44. 


Draft in Buoys varies from 24 ft. to over 60 ft. at datum 
Channel depth 40 ft. at datum, plus tide. Therefore, max. Grats 
as 44 ft. as this is the controlling factor for KOT. 


CARGO HANDLING: Berth No. 9 has been arranged for bulk em, 
soda ash. Berth for Roll-on/Roll-off traffic operates at Berthy  w 
Container berths at No. 16, 17 and 18. One 40 tonne containes po) 
at No. 16. 3 ship-to-shore gantry cranes, 11 rubber mounted yarjy ine 
cranes and 2 rail mounted gantry cranes available. Ay yo: 
“Developments”. 
Mbaraki cement berth for bulk export of cement clinker and auton pea 
loading of cement in bags, also used for bulk import of coal. mak 
Shimanzi oil terminal now handles all imports of bulk vegetabe; see 
well as all other oil products except crude oil. wate 
Bulk Molasses exports handled at Berth No. 9 and Mbaraki WW 
Bulk cargoes are at present handled by grabs, railway wagoy fhe 
lorries. Sou 


STEVEDORES: ETA preferably 48 hours in advance in order toa A 
gangs. Advisable notify Harbour Master ETA and also give quart 
cargo to be loaded and/or discharged and other matters of impos 
Working Hours: Weekdays: 3 shifts, 0700 — 1500, 1500 — 2% A 
2300 — 0600. Saturday and Sundays: One shift, 0700 — 1500, 
Stevedoring carried out by Kenya Ports Authority. A 


MEDICAL: In emergencies necessary to receive advance # ¢ 
Hospital facilities available. Inoculations required — yellow) of 
(endemic zones in Africa and South America), cholera (all ships) 
Asia). son 
TANKERS: Discharge and load white oils at Shimanzi. Discham ®&é 
load Heavy oils at Kipevu. yo 
Shimanzi Oil Terminal: T-head jetty with 200 ft. long berthings 4 
Depth alongside 32 ft. LWOST. Bunkers and fresh water availatt 
Kipevu Oil Terminal: T-head jetty with 225 ft. long berthing» 
Tankers up to 65,000 d.w.t. berth at dolphins alongside jetty heads Ma 
alongside 44 ft. LWOST. Max. length 820 ft. Max. draft 44 ft. (ove! FU 
by arrangement). Slop reception facilities for 3,000 tons. dee 
At Kipevu, tankers normally berth starboard side to at slack tit %! 
the beginning of the ebb. Masters should assist Pilots to moor asqi 8 
as possible, in view of the abeam current in a direction off the xe 
which is created by the jetty causeway configuration. This cure 
increase with the ebb tide and ships with all wire moorings are a 
to use their first-ropes-ashore with priority. Mooring launches # 
powered and can only handle 1 wire at a time, and mooring oo 
are not fitted with winches and require manual handling of wires." 
of the above, and in view of the accurate positioning required to 
to chiksan arms, it is vital that the ship be brought against the bres 
dolphins as soon as possible. . 
In cases where vessel's mooring is delayed by whatever ré# 
Pilots may require extra tugs to assist in keeping the ship alongs? a 
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Report: t 
Approaches: The approaches to Mombasa either from North oS & 
must be conducted with extreme caution as Andromache Reel ® 
S.W. side and Levin Reef on the N.E. side and a great number ofs# A 
waters, all of them not detectable at HW, pose a threat to navige® 1 

Consideration should also be given to the very strong East #* 2 
current, setting North, which reaches 4.5 knots during the months’ 
April to November then declining to about 1.5 knots in Februaly 

It is strongly suggested that no attempt should be made to neg’ 
the approach to the turning buoy without the Pilot on board, a 3 
the positioning of the ship on the leading line to approach the 
buoy be taken at least 1.5 miles from the turning buoy, to p® 4 
evaluate the drift. 

The suggested waiting area is in Lat. 04°04’ 12'S ' 
Long. 39° 42’ 12” E. in about 20 fathoms of water. 
Anchorages: (Outside). A suggested anchorage postion s © 
04° 06’ 12”S. and Long. 39° 42’ 12” E. (same as suggested # 
area). The anchorage is not sheltered, rather exposed to currents * 
and sea, and bottom holding capacity is doubtful. ; ; 

Anchoring is not suggested unless the ship has to wait fo 
period of time. In this case, Pilots should be consulted on VHF Cw 
12 for the most suitable position. ‘ 
Anchorages: (Inside). There are 6 approved anchorages in the poe “ 
3 of which are located between Ras Mzimba and Kilindini 
remaining are situated respectively 2 in Port Kilindini and 1 in Pot 

The suggested anchoring point for all of them is along thé 
line. 

Tankers are usually not allowed to anchor inside the port, ot 
short waiting periods. VLCCs are sometimes moored on buoys ® 
berth. 
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pilots hold Master's Certificate of Competency. Only Senior 
wnt, Master's Certificates and at least 1 year's experience as Pilots 
Roads are authorised to Pilot large ships. There are 

)® "42 Pilots employed in Mombasa. 
1 lays in obtaining the Pilot can be expected due to shortage 
1m ard the ship approximately in Lat. 04° 06’ 12” S. and Long. 
g 12° E. (waiting area) or up to 1.5 miles from the turning buoy, 
J orange hull cutter with white superstructure on which ‘Pilot’ is 

y lack. 

eng the port, during the S.W. monsoon period with heavy 
asfecting the port entrance, the Pilot disembarks just after the Ras 
vgn turn, before the turning buoy, but may be retained past turning 


ee pilot hoist and pilot ladder are acceptable for boarding and 
the ship although the ladder is preferred. Manropes obligatory. 
sa is a natural port and very well protected where navigation 

ete conducted with the utmost care and precision. 
%e port has recently been dredged to permit entrance by vessels 

1100 ft. LOA. 

aA 666 is very well detailed and meets all necessary 
“ements for a safe in-port passage. A very recent Hydrographic 
yey following major dredging activities will be added on a New Edition 


9 1985. 

ie ship is set on the approaching leading line, up to the turning 
wine navigation should be checked with utmost care as this leading 
«sensitivity is rather poor, since the 2 Mackenzie Pt. beacons are 
stose to each other. hyo 

er having rounded the turning buoy navigation proceeds on the 
wing line 301° and in the area South of Ras Serani, the ship has to 
sea sharp turn to West to proceed on course 238°. In this turning 
mal currents set North and a good berth must be given to shallow 
ws, marked by a buoy which is well inside the 6 fathom line. 

jen on course 238° the ship approaches the narrowest passage in 
sort, about 600 ft. wide. This passage is marked by a buoy on the 
wh side of the channel and a beacon on the North side. 

tier Ras Mzimba, when on course 309° another narrow passage 
| wtbe negotiated before entering Port Kilindini. This passage, about 
@t wide, is usually well marked. 

tter this passage, navigation up to the oil jetty does not present any 
geular difficulty. 

ter Ras Serani up to Port Reitz the tidal currents run in the same 
gtion as the channel. 

*e port navigation is controlled by VHF from the Harbour Master's 
fe 


Soals in the port area are marked by beacons. It may occur that 
me of them are missing without any warning. Caution should be 
mosed as in some areas leading line beacons could be obscured by 
mwing vegetation or by anchored ships. 

| 4s0 see “Shipmaster’s Report” dated August 1993. 

RNSITY: 1025. 

#&SH WATER: Available at all berths; in stream ex-tug at Harbour 
tsers discretion or barge of 300 tons capacity. 30 t.p.h. on quay. 

‘| fL: Main Quay Berths: Marine fuel oil, viscosity 1500 secs. Marine 
‘se fuel. Gas oil cannot be delivered by pipeline at these berths but 
®yery can be made by bulk lorries up to only 10 tons at extra delivery 
% Minimum 48 hours’ notice required. Quantities of 10 to 30 tons can 
} #made by rail tank wagon if 48 hours’ advance notice given. Thin fuel 
iyscosity below 1500 secs. can be delivered at all berths through 
‘ver blender. Only 1 Fisher blender available and can deliver fuel to 
»)1 vessel at a time. 

}nanzi Oil Terminal: All grades, i.e. fuel oil, marine diesel, gas oil and 
Mtuel oil (through Fisher blender). 

| 42d Oil Jetty: Only marine diesel and gas oil can be delivered at this 


‘ew Oil Terminal: Only fuel oil of viscosity between 1500 secs. and 
5 secs. available. Fuel oil viscosity below 1500 secs. not available. 
‘®ast three days’ clear notice required by EA Oil Refineries for 
"ging bunker delivery. Not possible to deliver any marine diesel or 
Sol either ex pipeline or rail tank-wagons/bulk lorries at this berth. 
WSULS: The following countries are represented in Mombasa: 
Sum, Denmark, France, Germany, Greece, India, Italy, Netherlands, 
Way, Sweden, USA. 

PAIRS: 

_%e “African Marine” below. 

“telmaco Engineering Company Ltd., P.O. Box 99111, Mombasa. 
Te: 316776/7 or 316051/2. Telex: 21003, 21045 A/B COMARCO. 

t every aspect of repair work of vessels afloat can be 
, Mdertaken. Slipway for small vessels. 
‘Dvecon Limited, P.O. Box 99111. Mombasa. Telephone and telex 
_ Stor Helmaco. Underwater cleaning and repairs undertaken. 
*yomarco Communications Ltd., P.O. Box 99111, Mombasa. 
Slephone and telex as for Helmaco. Marine electronic repairs of all 
“nds carried out. 
Y DOCKS: 
‘can Marine Dry Dock: 
ipal Dimensions: 


: :; 590 ft. 00 in. 180.00 m. 
pe Width 80 ft. 10 in. 24.75 m. 
— 86 ft. 00 in. 26.40 m. 
er um water depth LWS 13 ft. 00 in. 4.00 m. 
» mum water depth HWS 26 ft. 00 in. 7.90 m. 


Yana 


88 1x30 ton fixed, adjacent to the dock gate. 


*7 ton mobile on rails which can traverse the full length of the West 
# Of the dock. 
; en mobile on rails which can traverse the full length of the East 

P lock. 

‘Ston fixed at the j 

ty jetty. 

“ul ton mobile. 

'2 ton mobile. 
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Berths: One piled jetty capable of mooring ships of up to 280 ft. length 
overall, with certain draft restrictions. A second berth capable of taking 
ships of up to 300 ft. length overall situated at the dock gate entrance 
for all but very deep drafted vessels. 

Slipways: Two slipways capable of slipping barges, lighters and other 
small craft. 

Tugs and Harbour Craft: For towing and transport. Paint pontoons, 
barges and catamarans, welding generators and air compressors (either 
self-propelled or ‘dumb’') which can be berthed alongside a ‘gash’ barge 
and a barge containing workshop facilities. 

Electrical Shop: A fully equipped workshop (A/C and D/C). 
Carpenter's Shop: Fully equipped to carry out all types of work. 
Foundry: All types of castings in cast iron and non-ferrous metal. 
Maximum single pour in cast iron normally 15 c.w.t. with larger pours 
by special arrangement. 

Paint Shop: All types of ship’s paintwork. 

Design Office: Chief Draftsman and Design Draftsmen undertake all 
types of work. 

Air Conditioning and Refrigeration Workshop: Specialises in the 
installation, repair and servicing of General Electric air conditioning units 
and ship's refrigeration equipment. 

General Labour: Gangs of men for cleaning, storing ship available at 
short notice. 

Power Supplies: A/C and D/C power supplies are available at the 
alongside berths. Two power barges are available which contain: 1 x 400 
KVA, 440 volt, 600/S 3-phase diesel generator; 1x210 KVA, 440 volt, 
60 C/S 3-phase diesel generator; 3x60 kW, 220 amp 220 volt D/C diesel 
generators. 

Machine Shops: Comprehensively equipped to handle all types of 
engineering work. 

Plate Yard: For all types of ship repairs, ship construction and steel pre- 
fabrication work. A blacksmith’s shop for forging and smithying work and 
a shop for sheet metal work. 

Welding Shop: Electric arc welding, both in shop and in the port area. 
Approved to Lloyd’s Register of Shipping standards. 
GANGWAY/DECK WATCHMEN: Watchmen available for gangway and 
deck and recommended. 

OPENING/CLOSING HATCHES: Normally done by stevedores except 
MacGregor type hatches. 

CERTIFICATES: Normal port requirements for safety cargo equipment. 
CUSTOMS ALLOWANCES: Tobacco, 200 cigarettes for each crew 
member for 8 days. Wine and/or Spirit, 8 small bottles of beer for each 
crew member for 4 days. 

CARGO GEAR: All cargo gear supplied by stevedores. 
REPATRIATION: Possible. Facilities available. 

AIRPORT: About 7 miles from port. Served by regular airlines. 

TIME: GMT plus 3 hours. 

HOLIDAYS: New Year's Day; Good Friday; Easter Monday; Labour Day 
(1st May); Madaraka Day (1st June); First Monday in August; Kenyatta 
Day (20th October); Independence Day (12th December); Christmas 
Day; Boxing Day (26th December). 

Also for persons belonging to Islamic Faith: Idd ul Azha and Idd ul 
Fitr. Christmas Day is normally only holiday on which port closed except 
for necessary pilotage of ships in and out and for dealing with mails, 
Passengers and their baggage, livestock and perishables. On other 
public holidays restricted working at Mombasa may be carried out at 
overtime rates. Overtime rates also apply on Saturdays after 1500 hrs. 
and on Sundays, and to third shift between 2300-0600 hrs. 
POLICE/AMBULANCE/FIRE: In Port Area — Police 567 444 and 374; 
Ambulance 33; Fire 333. 

TELEPHONES: Telephones supplied on board. Charges include cost 
of local calls. Telephone essential per port regulations. 

SERVICES: All solvents for tank cleaning available. Repairs to Gyro 
compass, radar and most other electronic aids to navigation. Compass 
Saeralice arrangement with port. 

SHIP SUPPLY SERVICE: Kenya Ports Authority, P.O.Box 95009, 
Mombasa — Kenya. Tel: 312211. Telex: 21243 Bandari. Cables: 
Kenports. 

Private Organisations: 

Comarco Ltd., P.O.Box 99111, Mombasa — Kenya. Tel: 316776/7, 
315319. Telex: 21245 Comarco. 

Murri International Salvage Company, P.O.Box 82345, Mombasa — 
Kenya. Tel: 20822/3 — 24 hours. Tel: 24912 — Office hours. Telex: 21215 
Kboat. 

Allied Oil Services, P.O.Box 99570, Mombasa. Tel: 315627. 
SHORE LEAVE: All crew members allowed ashore and to travel except 
those from Socialist countries who must stay on Mombasa Island. 
IDENTIFICATION CARDS: Port passes issued by the Port Authority. 
GARBAGE DISPOSAL: Drums _ provided alongside. Contact 
Tel: 312211 for details and charges. 

WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS: The Missions to Seamen. 

CURRENCY: Kenya Shillings (KSH). 

PORT REGULATIONS: White tankers and vessels carrying explosives 
enter port daylight only. No vessels carrying explosives or dangerous 
cargo allowed to berth at Main Quay. 

DELAYS: Usually no waiting days. 

NOTICE: From the General Manager, East African Oil Refineries Ltd. 
To Ships’ Masters. 

Spillage of Oil and Air Pollution: 

| would like to draw your attention to the serious consequences which 
will arise from any spillage or discharge of oil into the waters of Kilindini 
Harbour. This part of the Kenya shoreline, with its famous coral reef, is 
an extremely beautiful and popular tourist attraction as well as providing 
a means of livelihood for many local people. 

Any spillage of oil can harm the environment and raises a great deal 
of criticisms from the residents of the area. The same applies to 
excessive funnel smoke. 

In the event of any spillage or leak from ship or jetty facilities, ship's 
officers should immediately warn refinery personnel, who will instigate 
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emergency measures. If there is any delay in notifying the refinery, then 
any oil spillage or pollution into the sea must be reported to: 

(1) Ras Serani Lighthouse (Mombasa Port Control) manned 24 hours. 
Telephone Mombasa 312895 (21211 ext. 357 office hours only). 
VHF Radio Channel 12. 

(2) Manager Marine Operations Kipevu, Office hours telephone 
Mombasa 24864 or 312211 ext. 259. Other times telephone Mombasa 
312895 or through signal station in (1). 

| am sure you will agree that both you and your staff as well as 
ourselves should do all that we can to protect this part of the environment 
against pollution. Moreover, it is a firm belief that we should try our 
utmost to avoid adverse publicity for the oil industry of which we are 
both part. 

NOTICE: Notice from ship’s Agent to Masters: 

Stowaways from Mombasa: 

We wish to inform you that stowaways from the Port of Mombasa are 
a very serious problem and we have had a number of vessels leaving 
Mombasa with half a dozen stowaways on board causing the Owners 
considerable expense and inconvenience. 

Please, therefore, take every precaution to ensure your vessel is not 
boarded by stowaways whilst in Mombasa. We would suggest you 
employ shore watchmen to guard the vessel and also perhaps to have 
members of your crew on duty at all times to protect the ship. Please, 
just before sailing, carry out a thorough search of the whole ship with 
your crew and the watchmen. We also suggest that once you have sailed 
and you are outside the port limits, you steam around the area for a few 
hours to give any stowaways the impression that the vessel is fully 
underway, and again during this period have your crew thoroughly 
search the ship. 

If stowaways are found on board of non-Kenyan nationality then the 
authorities do not permit them to be landed in Mombasa. Most of the 
stowaways from Mombasa tend to be Tanzanians. 

We would stress again that stowaways are a serious problem in 
Mombasa and it is up to you to ensure your vessel does not sail with 
stowaways on board. Please inform your crew about stowaways and 
em — should be on the look out at all times for any suspicious persons 
on board. 

DEVELOPMENTS: New equipment installed includes additional gantry 
cranes (5x15 tons capacity) for container handling at Mombasa and 
inland container depot, now open at Embakasi, Nairobi. 

Berths No. 16, 17 and 18 (total length 600 m.) have been modified to 
take the above mentioned cranes. 


bac REPORT: July 1991. 
The Approach Buoy is painted red and white (Fl. W. 5 *) and is 
located in position Lat. 04° 05’ 34” N., Long. 39° 42’ 46” E 
2. Strong N.E. currents in the pilot boarding area sometimes reach 
5 knots. Pilots are often late to meet the vessels, and they reduce 
the speed of a pilot launch and order vessel to reduce speed to 
dead slow. This should not be done, as current will rapidly drive 
vessel on to the shoal to the East. 
The rainy season lasts from May to June. 
All berths are supplied with good fenders. A majority of the berths 
are provided with shore cranes. 
5. In order to avoid filtering of stowaways on board, | recommend 
taking a local watchman. 
When staying at the roadstead at night time, a vessel should use 
maximum lights, including lamps for lighting ship's hull, and have 
2 seamen on deck (forecastle and stern). The deck itself should 
be visible to the watch officer. 
poh our stay in the port, cases of theft took place on several 
vessels. 


Po 


SHIPMASTER’S REPORT: August 1993. 

Morne Approach Recommendations: 
Arrive about 30 minutes earlier than the pilot boarding time. 

2 Make a run along the harbour entrance on a course of approximately 
212° from a position of approximately 2 to 3 miles off Ras Iwetine. 

This is extremely useful as you can familiarise yourself with the 

sightings, e.g. determine the strength of the current, check on the 
position of the entrance buoys and check on your approach to 
pipelines when on the leading line. 

3. After passing the leading line of Ras Serani, set course for a position 
at least 3 miles S.E. of Buoy No. 2 and take the Pilot on board there. 
If you take the Pilot on board closer than that, first proceed to seaward 

again. 

4. Go in at full speed, thus making the angle of compensation for the 
current as small as possible. 

5. Determine a point of ‘no return’. 


Mae a the Pilot on board 4 miles S.E. of Buoy No. 2 on a Southerly 
eading. 

| let the Pilot do the line up on the leading line, and after he started 
compensating for current with only 4°, | took over and took the ship in 
myself until the effect of the current could no longer be felt. This was 
about 2 cables to the seaward of Buoy No. 2. 

We passed Buoy No. 2 with a speed of approximately 12 knots. 

Buoy No. 1 and the turning buoy were not there. All other buoys were 
in position (this was also reported by the Harbour Control). 

We calculated the current at that time to be approximately 2.5 knots. 

As for the 10.20 m. depth near the leading line — we passed very close 
to this spot, but never had less than 2.0 m. of water under the keel. 

When asking the in-going Pilot, he stated ‘plenty of water’. 

The out-going Pilot stated that the whole area between Buoys No. 1/2 
and 3/4 had been dredged to 13.0m. Taking into account that we 
never had less than 2.0 m. under the keel, the vessel’s speed and squat, 
this seems to be a possibility. 

Note: | see Mombasa as a very high risk port for vessels of this size 
(80,000 d.w.t.), due to the very small margins of safety. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng 


AUTHORITY: Kenya Ports Authority, P.O.Box 95009, Mom 

Tel: 312211. Telex: 21243 DIRKPA KE. FAX: 311867. Cables: Kan 
Contact: Managing Director or Manager Marine Operations, 
AGENT: East African Commercial and Shipping Company | 
(E.A.C.S.), Notco House, Moi Avenue, P.O.Box 95103, Mon, 
Kenya. Tel. (254) 11-433.430, 433.457. Telex 21151 Kenety, 
Fax: (254) 11-432173. 


NOTES 
Please also advise Shipping Guides Ltd. 
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spiblic of Kiribati 


ynABA (Ocean Island): 00.52 S. 169.35 E. 


sguATE MINING HAS CEASED. ALL INSTALLATIONS HAVE 
ey OISMANTLED. 


@AWA (Betio): 01.25 N. 172.54 E. (See Plan) 


<uMENTS: 

‘ons: Boards vessel at anchor. 
swrance from Last Port. 

drew Lists. 

rassenger Lists. 

Sores List. 

sip's Report Inward. 

"sof Unmanifested Cargo. 
sew's Stores List. 

varine Form. 


‘sigue granted by Health Department who board at anchorage with 
sms, 
seinations against Cholera (if required can be carried out). 
ene of ports visited and date of arrival at respective ports. 
sation: 
iCrew Lists. 
»Passenger Lists. 
ust Port of Call. 
ext Port of Call. 
hssports. 
*al Destination. 
get 
‘ails of Lading. 
| ‘Wanifests. 
ast Port. 
ext Port. 
crew List. 
Passenger List. 
ipeulture: 
*ants Certificates. 
‘mal Certificates. 
\OTAGE: Pilot available and must be informed of vessel's ETA 
‘nurs in advance through the Agent. Entering vessels are strongly 
osed to await Pilot one mile West of Fairway buoy. Pilot can be 
wacted by VHF on Channel 16. Pilot boards from small tug, painted 
#ov, which flies “H” flag at stern. Buoys in lagoon are likely to be 
‘eng. Also see “Radio”. 
MHORAGES: See Chart BA. 3269. Betio anchorage main 
morage. Inside the lagoon, safe in all weather although in rare strong 
mis it may not be possible to work vessel in the lagoon. 
§STRICTIONS: Vessels arriving after 1800 hrs. are advised not to 
*e the passage and should drift 5 miles away from the entry point. 
'\. SIZE: Any vessel drawing up to 26 ft. may enter at LWOST and 
‘HW. Length and breadth are not critical, however vessels over 
0h to navigate with extreme care. 
SALTH: See “Documents”. 
WI0: Tarawa Radio (T3K) on 500 kHz, 2182 kHz and 6215 kHz. 
act Senior Pilot 4 hours before arrival on VHF Channel 16. 
“wil arrange all formalities, Customs, Health, stevedores, etc. 
WAR: No port radar service. 
‘88: 3 tugs (available for towing barges). 
SSTHING: None (lighterage port). 
a 1 x 20 ton container crane on wharf (stationary). 2 <x 5 ton 
@ cranes. 
WEDORES: Available 24 hours. Discharging rate 12 t.p.h. Labour 
“able weekends and holidays if required. 
SICAL: Medical attendance could be obtained through the Agent 
“working hours. Hospital available where suspected disease could 
*nedically examined. 
IMERS: Vessels drawing up to 14 ft. can anchor close to the jetty 
**e lines are connected to shore pipes. Maximum working pressure 
*®.No tanker berth and vessels must provide lines. Floats can be 
Sided by Mobil Oil Agency with labourers if required. 
TY: Sea Water. 
“SH WATER: Available in limited quantities in an emergency only 
ei ‘livered by water barge. Cost of water A$5.00 per 500 gallons. 
np'Y charge A$3.90 per 200 gallons. Water may be contaminated. 
pr Diesel only (in very short supply), in restricted quantities and 
me by barge in tanks. Refuelling cost A$11.20 per 500 gallons. 
“E PRECAUTIONS: No special precautions other than normal 
sautions for tankers. 
een: British and Australian High Commissioners and South 
wR ey Consul stationed at Bairiki (Also see “General”). 
‘ars S: Small but well equipped and capable workshop for light 


sa2Ock: Small patent slip, capable to slip ships of 150 tons 

. nt. 

“Avevors: Marine Superintendent of the Ministry of Transport and 

WTCHMEN: ne will also act as Lloyd’s Sub-Agent and cargo surveyor. 

mt : Not required. 

agrees: Opened and closed by Stevedores. 

Mt Der 'S ALLOWANCES: 25 cigarettes per day and 6 cans (310 mi.) 
: y. 


KIRIBATI 


REPATRIATION: All facilities available for crew changes. 

AIRPORT: 13 miles from anchorage point. Air service to Nauru on 
Wednesday only, by Air Nauru, arrives from Nauru 0900 hrs. and departs 
1000 hrs.; and to Honolulu once a week by Air Tungaru (the national 
airline) via Maduro, Marshall Islands. 

TIME: GMT plus 12 hours. 

HOLIDAYS: New Year's Day (January 1st); Good Friday; Easter 
Saturday; Easter Monday; Public Holiday (July 14th); Youth Day (first 
Monday in August); Christmas Day (December 25th) and Boxing Day 
(December 26th). No cargo work can be arranged. 
POLICE/AMBULANCE: Police and Ambulance 999. 

SERVICES: Ship's laundries. 

BANK: Bank of Kiribati, P.O.Box 66, Betio. Tel: 26124. 

SHORE LEAVE: All crew are allowed to go ashore after inward 
clearance is sli 

IDENTIFICATION CARDS: No shore passes issued. Passport or 
Seamen's Book are not required when on shore leave. 
REGULATIONS: No food waste, ballast, engine oil to be discharged in 
the lagoon. 

DELAYS: Expected delays can be caused by heavy rain and port 
congestion. 

GENERAL: Tarawa is the main port of entry for Kiribati. Other entry port 
is Christmas Island. 

Tarawa Atoll is roughly triangular in shape. A number of islets, 
separated by shallow passages, dry at low water, form the Southern 
and Eastern sides of the Atoll. The Eastern side is approximately 
19 miles North and South and the Southern side is 16 miles in an East- 
West direction. 

Causeways link up the islets along the Southern side and part of the 
Eastern side. On the Western side there is a barrier reef, most of which 
is sunken, enclosing a large lagoon navigable by vessels drawing 26 ft. 
at LWOST and 30 ft. at HW. 

The President's and Main Government Offices are at Bairiki Islet which 
is connected by causeways to the Tungaru Central Hospital, 
Government Schools at Bikenibeu and the international airport at Bonriki 
and the Port of Betio. 

DEVELOPMENTS: “L” shaped jetty with length 50 m. and width 8.0 m. 
at head to be constructed at North end of Eastern Mole. Depth alongside 
5.5 m. 

AUTHORITY: Ministry of Transport and Communications, Marine 
Division, P.O.Box 506, Betio, Tarawa, Republic of Kiribati. Te/: 26468. 
Telex: 77022 Mincomm. Cables: Harbour Master, Tarawa. Contact: 
Captain B. Highland, Harbour Master and Marine Superintendent. 
AGENT: Shipping Corporation of Kiribati, P.O. Box 495, Betio, Tarawa, 
Republic of Kiribati. Tel: 26525, 26521. Cable Address: Portco Tarawa. 
Contact: Captain T. D. Murdoch, General Manager. 


NOTES 
Please also advise Shipping Guides Ltd. 
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Democratic People’s Republic of Korea 


GENERAL 


ETA PROCEDURE: The Notice of ETA is applicable to the Owners 
(operators and charterers) and the Master of foreign vessels calling at 
ports of the D.P.R.K. 

1. The Owners who fix vessels every month, provide the monthly 
fixture of ships to the Ocean Shipping Agency of the D.P.R.K. (Head 
Office) and Branches (herein after called the Agent) before 25th of the 
previous month and advise immediately if any change. 

(a) Vessel’s name, flag and call sign. 

(b) ETA and port of call. 

(c) Description and quantity of discharging and loading cargo. 

2. The Owners send the Agent the following documents before arrival 
in the port: (1) Bill of Lading 3 copies, (2) Manifest 3 copies, (3) Stowage 
Plan 3 copies, (4) Charter party or handling terms, (5) Others if any. 

3. The Owner or Master advise the Agent of the Notice of ETA at the 
Pilot Station 10 days and 3 days, 24 hours, 12 hours and 4 hours prior 
to arrival. 

(A) 10 days’ Notice: 

(a) Vessel's name, flag and call sign. 

(b) ETA and port of call. 

(c) Vessel's particulars (g.r.t., n.r.t., d.w.t., mumber and size of 

hatches, derricks and their capacity, LOA, breadth, draft.) 
(d) Numbers of crew, passengers and nationality. 
(e) gens and quantities of discharging/loading, details of heavy 
lift if any. 

(f) Copies of charter party or handling terms. 

(g) Provisions, ship's stores, repair. 

(h) Flag of the D.P.R.K. 

(i) Last port and ship's position. 

(j) Full address of Owner or Operator, payer of disbursements and 
banker. 

(k) Others if any. 

(B) 24 hours’, 12 hours’ and 4 hours’ Notice of ETA at the Pilot 
Station; Ship’s position and speed only. 
(C) The Master should advise the Agent of the ship’s position and 
the time when she passes the following line. 


(a) Korea East Sea. 
Lat. 42° 24’ N., Long. 131° 10’ E. 
Lat. 41° 43’ N., Long. 132° 20’ E. 
Lat. 38°00’ N., Long. 130° 00’ E. 
Lat. 38° 00'N., Long. 128° 45’ E. 

(b) Korea West Sea. 
Lat. 39°50’ N., Long. 123° 20’ E. 
Lat. 37°00’ N., Long. 123° 20’ E. 
Lat. 37°00'N., Long. 126° 30’ E. 

(D) The Master should navigate to the pilot station at least 15 miles 


from the coast after passing the above lines mentioned in item 
3-(3). 

On arriving at the pilot station the Master should give the Agent 
the Notice and enter the port under pilotage. 


The Owner should deposit disbursement funds before ship's 
arrival at the port and inform the Agent of the following; 

Name, amount, date, No. and other details of T.T. 

Ship's name and port of call. 


(E) 


(F) 
(a) 


(b) 


List of Agencies: 


1. Head Office 
Pyongyang 


Name Korea Ocean Shipping Agency, 
Address Ginmauldong, 
Moranbong District, 
Pyongyang, D.P.R. of Korea. 
Telex No. 35059 kosa kp 


Cable Address 
Telephone No. 
2. Branch Offices 


Name 
Address 


Nampho 


Telex No. 
Cable Address 
Telephone No. 


Name 
Address 


Haeju 


Telex No. 
Cable Address 
Telephone No. 


Name 
Address 


Songrim 


Telex No. 
Cable Address 
Telephone No. 
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Kosa Pyongyang 
(81-4100) 52984, 52472 


Korea Ocean Shipping Agency, 
Huphodong, Hanggu Dist., 
Nampho City, D.P.R. of Korea. 
24051 np kosa kp 

Kosa Nampho 

(850-2) 812471, 5701 


Korea Ocean Shipping Agency, 
Sohaedong, Haeju City, 

D.P.R. of Korea. 

24047 hj kosa kp 

Kosa Haeju 

5310 


Korea Ocean Shipping Agency, 
Shingyangri, Songrim City, 
D.P.R. of Korea. 

24049 sr kosa kp 

Kosa Songrim 

1100 


Chongjin Name Korea Ocean Shipping 4, 
Address Sohang 2 Dong, 
Songpyong District, 
Chongjin City, 
D.P.R. of Korea. 
Telex No. 24039 ch kosa kp 
Cable Address Kosa Chongjin 
Telephone No. 23229, 23227 
Hungnam Name Korea Ocean Shippi 
Address Kumbichdong, PPG 
Haean District, 
Hamhung City, 
D.P.R. of Korea. 
Telex No. 24041 hn kosa kp 
Cable Address Kosa Hungnam 
Telephone No. 2656 
Wonsan Name Korea Ocean Shippi 
Address Jangchondong, Ppa Ne 
Wonsan City, 
D.P.R. of Korea. 
Telex No. 24045 ws kosa kp 
Cable Address Kosa Wonsan 
Telephone No. 3008 
Rajin Name Korea Ocean Shipping Ag 
Address Changpyong, 
Rajin City, 
D.P.R. of Korea. 
Telex No. 24043 rj kosa kp 


Cable Address 


Kosa Rajin 
Telephone No. 


693 


CHUNGUJIN: 41.43 N. 129.42 E. 


DOCUMENTS: 

8 Crew Lists. 

2 Vaccination Certificates. 

2 Lists showing currency, gold and valuables in possession 0? 
members. 

The following information should be radioed to Port Authoritieste 
arrival: 

Number and nationality of crew. 

Name of last port. 

Ports called at during last month. 
PILOTAGE: On reaching North Korean waters, vessels required by 
a position report every 3 hours to KOSA Chungjin. Pilot an 
Authorities board in position 41°30'N., 130°05’ E. where ve 
should await Pilot. Water depth too deep to permit anchoring. 
ANCHORAGES: No possibility of anchoring outside harbour lims 
CLEARANCE: On arrival in port, the radar, echo sounder, mat’ 
emergency transmitters and all optical equipment is seale 
inspection team board the vessel to verify currency and vale 
declarations. Seamen's Books required to be stamped with landing? 
BERTHING: Berth No. 1, max. draft 24 ft. Berths No. 2 and 3, mat! 
27 ft. Berths No. 4 and 5, max. draft 28 ft. 
CARGO GEAR: Vessels loaded and unloaded by ship's gear. Ai 
4 and 5 there is a conveyor belt facility for coal loading. 
SHORE LEAVE: Seamen not allowed to visit other vessels, of ® 
the harbour area. 

Unauthorised money changing forbidden, and it is prohibited 
Korean currency out of the country. 

No bathing in harbour area. 


(See Pi 


SHIPMASTER’S REPORT: December 1980. 

There are 2 harbours in Chungjin, the Western harbour and the 
harbour which are about 2.5 miles apart. Western harbour is mos 
export of coal and iron and Eastern harbour for import of gene! 
bulk cargo. 

The following port information is for the Eastern harbour: : 
Documents: \mmigration, Customs and Quarantine Officials bo 
vessel at the pilot station. The Korean Authorities bring on 
own forms for ship's stores, currency, valuables, binoculars, 
etc., and fill these in by using the information contained in thé 
forms. However they also take the original of the ship's paper. 
Papers required for entry: 

5 copies Crew List (IMO Form). 

1 copy Vaccination List (Cholera). 

1 copy Crew's Effect Declaration (IMO Form). 

1 copy List of Currency and Valuables (Free Form). 

1 copy Ship's Stores Declaration (IMO Form). 

1 copy Ports of Call List. 

1 copy Maritime Declaration of Health. 
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general Information” sheet, containing such particulars as vessel's 
| sign, Port of Registry, official number and all the normal data 

ue in the ship's register, including cargo on board, amount and 

os etc., was found to be of great help in filling out their forms 
et -up the entry and clearance process. 5 copies of above 
© pe made for distribution to Agent, Customs, Immigration, Harbour 

yn and Quarantine. , 

s Advice: It is important that all crew members strictly comply 
=e Rules and Regulations in Korea, especially concerning cameras 
" pnoculars as photography and the use of binoculars is strictly 

in the harbour area as well as in the City and the surrounding 

". #the Customs, during their second cabin check, find a camera or 

“qlars the matter will be treated very seriously. 

sy landing permit, Immigration will stamp the passports or the 

san's books. However | managed to persuade the Immigration 

‘et not to stamp the passports because of the trouble in certain 

ces when they see a D.P.R. Korean stamp but it took 2 days and 
©» immigration Authorities to get this permission. 

) | “sen filling out the Customs and Immigration Forms, the name North 
eth Korea should not be written on any of above mentioned forms 
-gy other documents as well as on private letters. The Authorities 
.s accept a divided Korea and will cross out the name North, in any 
oe tis written. : f 
‘snot necessary to take cash advance in Korean Won. American 
was and Yen are most welcome. 
wage: Method of contact: VHF or radio contact not possible. Agent 

|| jnform the pilot station of vessel's ETA. 

| ang Position: Lat. 41° 42.8’ N., Long. 129° 50.5’ E. (4 miles S.S.E. 
-pakwater). Pilot is compulsory. Service Time: Daytime only. 
worage: From 0.5 miles — 4 miles S.S.W. of Chungjin Harbour in 
-¥ fathoms. Good anchorage in mud/sand and protected from 
oterly wind. However during strong South-westerly wind there is a 
sy sea and swell. 

weaches: Simple and straightforward. Practically due North along 
«eas East coast until abeam of Cape Kozakof, then straight for the 
atdoarding position or anchorage. 

snctions: Entry: 30 ft. even keel on entry to the harbour. 

yal Regulations: Vessel received orders by cable to navigate 
soles off the Korean D.P.R. coast and pass_ through 
ston41° 38.9’ N., 129° 52’ E. en route to the pilot boarding position. 
Size: Max. draft alongside at the grain and general pier was 28 ft. 
an the harbour 30 ft. 

ath; Radio Pratique not available. 

io: Contact through Congjin Coast Radio Station, call sign “HMC” 
mency; Call on 500, work on 428 kHz., ships work 425 kHz. Traffic 
seery hour plus 20 minutes. After initial call on 500 kHz., usually 
sowed by QRU. MF only. 

| ‘er arrival, radio station on board is sealed and there is no VHF in 

teport. However after arrival in the port, Agent will bring on board a 
nal transmitter/receiver for daily communication between Master and 
tents office. The set working on 24 volts. Very few people speak 
Sgish. | found only the Pilot and Agent had a fair command of English. 
‘val Notice: Five days then 72, 48 and 24 hours to Agent. Also 5 days 
m3 days to receivers. 

| gs: tes tugs available, about 500 h.p. maximum. Tugs always take 

9's line. 

iting: Mooring Method: Vessels drawing more than 28 ft. must first 
gien her draft at anchor in the inner harbour. Vessel is brought up in 
‘North/South direction in the harbour and moored aft to the bollards on 
® breakwater with 4 lines and port and starboard anchor forward, 
imackles in the water (Mediterranean Mooring). 

‘ong the grain pier, which is only 150 m. long, a strong mooring is 
*ommended partly because the after part of the vessel overhangs the 
ad the pier and partly because of the occasionally heavy swell along 
Te pier. 

#2) Wharves: Vessels only allowed alongside with draft of 28 ft., but 
‘sunding with a line showed about 32 ft. It was not possible to get 
"ec information of water depth alongside the general pier. | found the 
"wharves length to be about 1,500 m. The grain pier is 150 m. long. 
“ain wharves in the Eastern part of the harbour, which are shown on 
‘Chart No. 1271, do not exist anymore as usable wharves. 
sities for Bulk Carriers: There are a total of 8 cranes in the harbour, 
"of about 10 tons capacity. Two of the cranes are serving the grain 
C ‘at erred with a conveyor belt system. No difficulty with height 
#90 Operations: At the harbour anchorage (Mediterranean mooring) 
"cargo is discharged by ship's gear. Stevedores operating the cranes. 
ation is slow and there is often damage to the vessel with grabs 
** 10 inexperienced stevedores. 

_f0 Cranes serve the vessel alongside the grain pier. They are able 
jscharge about 3,000 tonnes per day but actual quantity discharged 
, day (taken over a 7 days period) was only 1,600 tonnes, mostly due 
a of stowage space, transportation problems and crane break- 


Sevedores work 24 hours a day, 7 days a week. 

cranes bring the grain to a conveyor belt system which again 

the cargo to the store house. The store house has a maximum 
‘acity of 12,000 tonnes. 

‘€ is a railroad system serving the grain and general pier. 
seeore damage must be reported to the foreman immediately. All 
leds are repaired before departure by shore repair workers. 
ject payor available. 


is, Water: Good quality fresh water available at the pier. Charge Won 
ad ton (U.S.$1.75). Fresh water can also be delivered by barge 
: 8 anchorage. 


“a Vallable but expensive. 
=..S: According to the Agent, all deck and machinery repairs can be 


ago | expect that to be correct as there is a big shipyard in 


KOREA, Democratic People’s Republic of 


Surveyors: Local Surveyor only. 

Customs: The Bonded Stores are not sealed but all cameras and 
binoculars are collected before entering the harbour and sealed in a 
locker. Radio room and echo sounder also sealed. 

When the vessel has berthed alongside the pier, Customs will once 
more come on board and this time check thoroughly for binoculars and 
cameras throughout the ship. It is possible they will confiscate all 
cameras and binoculars found during the second check. 

Time: GMT plus 9 hours. 

Shore Leave: Crew members are not allowed outside the harbour area. 
Permission is only given for a visit to the Seaman's Club, just outside 
the gate, but only a walk, straight from the gate to the club. There is an 
armed guard at the gangway to whom crew members must present their 
Passport or Seaman's kK and also once more at the harbour gate. 
Shore leave is from 0800 hrs. to 2300 hrs. There is a new Seaman's 
Club near Western harbour (about 8 km. from Eastern harbour — by car 
pre 10 minutes). Transportation to and from this club costs U.S.$7.00 
per bus. 

General: Current: Experienced a slight South-westerly set towards the 
shore in Kyongusogu Bay when approaching from the South. 

Tide: Port not effected. 

Charts: BA. 1271, 1316. J.A. 162. 

Swell: A heavy swell can cause problems for vessels alongside the 
wharves, especially in July/August. At times the swell may cause vessels 
to leave the wharf and shift to the anchorage. 

Distress: In case of distress a long blast followed by a short blast with 
the whistle and repeated 3 times, this will warn the Harbour Master who 
will take action. 

Derat: Derat exemption certificate can be issued. 

Laundry: Available and requires about 3 days. Laundry service is 
satisfactory. 

Provisions: Available in limited quantities. 


SHIPMASTER’S REPORT: January 1990. 

Documentation/Officials: Quarantine and Immigration Officers board 
with the pilot. Documents necessary as per “Guide”. In addition a blank 
form in English and Korean language is presented by Customs where 
Master should fill in number of cameras, binoculars, radios, tapes, 
televisions and sign. They also presented Korean forms for crew and 
ship's stores which Master only signed and attached IMO forms, which 
we already had prepared, without objection. 

Four crew members are required to accompany the search party to 
search the deck, engine room, living quarters and provision stores. There 
is a representative of the Agriculture Ministry who inspects the dry 
provisions room for insects. They found 2 small cockroaches and 
ordered fumigation, which ship's crew carried out. All cameras and 
binoculars were placed under seal. Radio equipment, D/F, echo sounder 
were sealed but VHF and walkie talkies were not sealed and can be 
used throughout ship's stay at anchorage or alongside for daily 
communication with Agent. Bonded stores were sealed after berthing. 
There was no second search after berthing, only similar search prior to 
departure, where 2 Immigration Officers will remain onboard up to pilot 
station and disembark with pilot. 

Sat Pilot boards as indicated on the chart from a tug equipped with 
VHF. 
Radio: Cable received from agents Korea Ocean Shipping Agency 
(KOSA) as follows: Please navigate 15 miles away from our coasts. 
Pass through 41° 23’ N., 130° 08’ E., thence to pilot station. Chongjin 
working frequency short wave as follows: 
16,995 kHz. from 0900 hrs. — 1800 hrs. (local time). 

4,231 kHz. from 0800 hrs. — 1800 hrs. (local time). 

8,693 kHz. from 0000 hrs. — 2400 hrs. (local time). 
VHF: Chongjin Port Radio and KOSA are both equipped with VHF. 
Contact can be established on Channel 16. 
Berthing: Vessel berthed in Western Harbour. 
Cargo Work: Shore cranes were used. Working 24 hours a day, 7 days 
a week. We loaded steel billets and all cargo arrived by rail. Any damage 
by stevedores will be repaired by them. 
Medical: All crew to have valid health card. Injection for Cholera will be 
done onboard if required. 

Costs: 5 Won for each injection, plus 5 Won for each new card plus 
10 Won for Doctor's visit. 

Fresh Water: Available alongside by hose provided by water company. 

Costs: 2.50 Won per ton, plus supply fee of 1 Won per ton plus Winter 
charge of 20% (Holiday charge is 125% and night charge is 75%). 
Fuel: We received 20 tonnes of diesel oil 7 days after request. 

Costs: 980 Won per ton, plus supply charge of 3 Won per ton, plus 
commission. 

Surveyor: D.P.R.K. Register of Shipping surveyor will attend on request. 
Repatriation: A vessel in port sent 20 crew to Manila via Pyongyang. 
Shore Leave/Shore Pass: An armed guard is on duty at the gangway 
at all times. | requested Immigration not to stamp Seamen's Books or 
passports, which they accepted. Ready made shore passes are issued 
without names, only numbers. There is a U.S.$100.00 fine if shore pass 
is lost. 

Shore leave possible from 0900 hrs. to 2100 hrs., but only within 
harbour area. Crew can only visit Seaman's Club which is about 2 km. 
from the gate, by using the bus provided by the Seaman's Club, through 
shipchandler. Single trip costs 10 Won (U.S.$1 = 2.22 Won). 

Excursion tours can be arranged by Agent to museum or hotel. 
Shopping only possible from Seaman's Club or hotel, although there is 
a shop in Agent's building. Agent advised me there is an Agent's branch 
office near East Port. 

Provisions: Provisions are very cheap and can be obtained through 
shipchandler. The supply of fresh provisions is very limited. 


1191 


HAEJU (Haijuube): 37.59 N. 125.42 E. 


SHIPMASTER'S REPORT: August 1978. 


DOCUMENTS: Same as Nampo, but Korean Forms must also be filled 
in on arrival. 
PILOT STATION: B.A. Chart 1258. Situated between following points: 


37° 40' 30" N. 125° 35’ 00” E. 
37° 42’ 00" N. 125° 35’ 00” E. 
37° 42’ 00" N. 125° 32’ 24” E. 
37° 40’ 30" N. 125° 32’ 24” E. 


The ship should anchor and wait. It is imperative to anchor within Pilot 
Station Area, which is used by North and South Korea, otherwise the 
Authority will not board the vessel. Approaches to Haeju are not covered 
by B.A. Charts, Korean (Nos. 15-1354, 1328, 1329) not obtainable. Pilot 
boards together with Quarantine and Immigration officer. The inspection 
starts immediately, all crew must have Seaman Book for identification. 
Food stores and pantries also inspected. Pilotage is carried out 
depending on tide and ship's draft, daytime only. Berthing at slack tide. 
After berthing arrival inspection continues (Harbour Master, Customs, 
Coast Guard). 

ANCHORAGE: Ships sometimes complete loading at the Anchorage in 

position 37° 55.5’ N., 125° 46’ E., depth 11.4 m., but probably swinging 

space for one ship only. Ships waiting for berth anchor in the vicinity of 

the wharf. With no chart it makes the situation difficult, as there are no 

lights or light buoys. Position only obtained by radar. One anchor used 

due to tig hee which sometimes reaches 4 knots. 

ARRIVAL ADVICE: The arrival notice to be sent to KOSA Haeju giving 

all particulars same as Nampo, first contact via Haeju Coast Radio 

Station, call sign HMJ, to be made 48 hours before arrival. Earlier 

contacts via Shanghai Radio. 

RADIO: Haeju Radio, call sign HMJ. 

BERTH: Old berth described in China Sea Pilot, Vol. Ill, page 540. 

aera works in progress. Shore cranes. Depth at low water about 
.8m. 

EXPORTS: Zinc concentrates, cement from the new factory connected 

with Port by conveyor belt. 

FRESH WATER: From hydrant alongside, at anchor by barge (dredger). 

FUEL: In restricted quantities, price unknown. 

SERVICES: Provisions and Laundry, available through Seamen's Club. 

AUTHORITY: Port Master and Harbour Master. 


HEUNGNAM (Hungnam): 39.50 N. 127.45 E.(See Plan) 


SHIPMASTER’S REPORT: November 1983. 


PILOTAGE: The pilot station is at Lat. 39°44.8’N. and Long. 
127° 41.0’ E. When arriving at this position and no Pilot is available, 
vessels are ordered to anchor. Ships are also ordered to navigate at 
least 12 miles off the coast. 
ANCHORAGE: The anchorage is secure and safe with a depth of water 
of at least 36 ft., however soundings were unobtainable because of the 
sealing of all equipment. 

If vessels arrive with a draft of over 25 ft., cargo is discharged into 
barges at anchor approximately 1 mile South of the breakwater. 

The white light at the end of the breakwater can be seen at a distance 
of approximately 5 miles. 
MAX. SIZE: The minimum depth in the harbour is 28 ft. and ships of up 
to 25 ft. draft are allowed alongside. 
BERTHING: The length and direction of the quays etc. in the harbour 
are reasonably accurate as they were obtained using radar (See Plan). 

The berths are used as explained on the plan. Also the two cranes 
at the Southern end of the Pier “D” are used for the export of bulk 
cement. 
GARBAGE DISPOSAL: Service is available. One compulsory collection 
is required for each vessel. Charges vary with n.r.t., from 50 won to 300 
won per collection. 
WASTE OIL DISPOSAL: Service is available provided oil is in drums. 
SEAMAN’S CLUBS: Hungnam Foreign Seamen's Club provides 
facilities such as shopping, football, other games, cinema and restaurant. 
CURRENCY: Local currency is the Won. Exchange rate varies. 
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NAMPO (Chinnampo): 38.43 N. 125.25 E. (See) 9? 
prijot 

SHIPMASTER’S REPORT No. 1. sour 
ARRIVAL ADVICE: The following information should be Tay pa 
KNSA Nampo before arrival: Fr 
(1) ETA Nampo Station, Lat. 38° 37’ 30” N., Long. 124° 4g of th 
(2) Nationality. is $¢ 


Gross Registered Tonnage. 

Net Registered Tonnage. 

Deadweight. 

Length overall. 

Height of Freeboard. 

Speed. 

Last Port of Call. 

Colour of ship's hull. 

Number of crew and passengers. 
Hatch Loading/Discharging cargo Plan. 


(13) Draft. 

(14) Ship’s position together with ETA 24 hours before arrivay 
area connected positions Lat. 37° 00’ N., Long. 124° 395 
38° 08’ N., Long. 123° 35’ E., and Lat. 39° 50’ N., Long. 12¢° 
Also vessel should advise position and time passing » 
connected lines. 

DOCUMENTS: 
8 Crew Lists. 


2 Vaccination Lists. 
2 Lists showing currency, gold and valuables in possession oy 
Bonded stores must be declared but not sealed. 
PILOTAGE/ANCHORAGE: Pilot and Port Authorities (Quay 
Officer and Immigration Officers) board at position Lat. 38° 37'» 
Long. 124° 49’ 30” E. where vessels should anchor awaiting Pi 
Night pilotage prohibited, according to port regulations. 
CLEARANCE: After embarkation of Port Authorities at Nampo % 
the Radar, Echo sounder, VHF, DF, Radio Room and al » 
equipment is sealed. On arrival in Port, Customs Officers box 
vessel and together with Immigration Officers search the whole» 
Seamen's Books required to be stamped with landing pass an: 
are taken ashore by Immigration Authorities for formalities. 
RADIO: Nampo Radio. Call sign HML. 
BERTHING: Coal berth can accommodate vessels up to 20,000; 
There are 2 conveyor belts for coal loading but 1 only can wot 
time. Conveyor belts are not movable, the vessel has to shift. Va 
loaded and unloaded mostly in the roads by ship's gear. The 
3 other berths but have no information. 
FRESH WATER: Only available by barge. 
TIME: GMT plus 9 hours. 
SHORE LEAVE: Seamen allowed to go ashore by boat or bus: 
Seamen are not allowed to leave harbour area. In order to vistr 
vessels in port, application should be made to Immigration Auth 
GENERAL: Currency: It is prohibited to take Korean currency oul? 
country. 
Bathing: Prohibited. 
Fishing: Prohibited. 
Provisions: Limited quantities available at the Seamen's Club. 


SHIPMASTER’S REPORT No. 2. 


Information covering Nampo, Democratic People’s Republic of 
previously known as Chinnampo. See in connection with this BA 
1257 and 1656, China Sea Pilot III. 

The following general information was produced by the nav 
officers of a vessel in 1974. 

NAVIGATIONAL INFORMATION: Pilot boarding point Lat. 38°37 * 
Long. 124° 49’ 5" E. Wreck at Lat. 37° 38’ 2” N., Long. 124° 487 
3 masts above water at all states of tide. Radar echo good at 6 
Buoy — old position Lat. 37° 37’ 4” N., Long. 124° 51’ 4” E., mow 
Lat. 37° 37’ 2” N., Long. 124° 50’ 7” E. 

Light Sei To — flash every 23 sec. Visible for 8 miles 

Light buoy at Lat. 37° 37’ 4” N., Long.124° 53’ 6” E., flashes 18 
Light Shimai To flashes 18 sec. 

Light San extinguished 

Light Chiri extinguished 

Light Hi To extinguished 

Light at Lat. 38° 41'7”N., Long. 125° 18’ 1" E., (Bachishin) fas 
30 sec. 

Light at Nanryoki extinguished 

Light at Lat. 38° 43’ 3” N., Long. 125° 24’ 6" E., extinguished. 
PILOTAGE, ANCHORAGES, INSPECTION AND CLEARANCE 
Pilot boarding point is at the same time the outer limit of Nampo #8 
and the clearing inwards point. To await Pilot and further instu= 
before proceeding into Nampo, vessels must wait here. Informatt”’ 
be obtained via coastal radio Nampo (details in Nautical W®* 
Service Standing Instructions), VHF is not available. 

The anchorage at the pilotage waiting point is good, and the D* 
is a thin layer of grey mud with clay underneath it. With wind ff 
S.W., there is a slight swell. Depth of water between 25 m. and® 
vessels should anchor with a chain length of at least 100m. 
capstan and calculate adequate room for swinging, since there iss 
strong tidal flow at all states of the wind and weather, running # 
4 knots according to our observations. f 

The Pilot comes on board with clearance authorities. As pict? 
(also no VHF) a normal tug is used, which in Winter is also us®® 
ice-breaker. The tug does not display a Pilot's flag, only the 
flag. The hull of the tug is black, superstructure white with large 
characters on the front of the bridge. Pilotage only available 

daylight hours. 

At clearance inwards point (pilotage boarding point) all bin 
including bridge binoculars, and photographic equipment 's 
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and sealed for the total time in port. It is only released after the 
gre yes the vessel on departure from the port. Likewise all echo- 
a ng, radar, direction finding equipment is sealed. The use of such 
wnent and filming and photography in Democratic People’s 
pa of Korea is completely forbidden. 
©. the clearance inwards point the journey to the anchorage in front 
town is usually at full speed for most of the way. The anchorage 
imected py the Pilot. The Pilot gives a good impression and from our 
sevations knows his job well. However, one can only expect very 
ignentary English from him. The same applies to the clearance 
: s who have only a very few words of English. Clearance 
¥-veds slowly but is carried out very correctly. 
L INFORMATION: When at anchor in front of the town, further 
ai authorities come on board. These check the whole ship, and go 
nthe deck and engine room areas accompanied by one chosen 
ener of the crew. Whilst the ship is being examined, all other crew 
rs must remain in their cabins. The crew member accompanying 
ities must have his Seaman's Book with him as identification. 
en the authorities leave the ship finally they take the log away, and 
i back after a few days. Going ashore is permitted, but normally 
| 4/n the port area. There is a seaman's hostel there. Travel further 
| exdis possible, but only by giving 24 hours prior notice to Immigration 
| he ship's Agent. Also from time to time it is possible for crew 
|| seers to fly out, but this must be arranged via the state shipping 
wat Visits to other ships is also possible, but only by giving 24 hours 
=ynotice to Immigration. Radios and cassette recorders may not be 
enon land or even on deck. Their use is only permitted within the 
and cabins. Fresh water and fresh food are available. In the roads, 
eis delivered by water boats. Removal of rubbish is also possible 
sue notice through the Agent, and is even possible at the anchorage. 
| smanoeuvring can likewise take place, but it must be reported, and 
«only take place in the vicinity of one’s own ship. 
ty clearance inwards, the following documents are required: 
7Crew Lists. 
‘List of Items in Possession of Crew divided into gold, valuables, 
money, signature. 
‘Vaccination List. 
‘Maritime Declaration of Health. 
‘Passenger List, even if none on board. 
‘Narcotics List. 
{Ust of Tobacco and Personal Goods. 
the authorities bring a list of provisions with them and fill it out after 
aration on board. Stores, such as alcohol and cigarettes are not 
aed. 


the Health Authorities place greatest score by cleanliness of toilets, 
#gerators, food stores, kitchens, pantries, hospital and first-aid 
sion. 

Generally, it may be stated that the ship's broker and Agent speak 
munderstand good English, but from the authorities normally one can 
mect no knowledge of Western languages. 

The port roads offer anchorages for at least 15 sea-going vessels and 
mough room for swinging. However, in each case at least 170 m. chain 
sould be allowed so that the vessel lies securely. The tidal current, in 
sordance with our observations, runs at a good 4 knots. The 
schorage bottom is good and comprises grey mud. The depths of water 
fown in the charts are, in accordance with our observations, roughly 
mrect 


To the West of the port on the town shore there is a large shipyard 
™amobile gantry crane over a slipway under construction. The 
Spway is about 150 m. long. Normally, the crane is at night directly on 
te bank (high water mark) and is illuminated and thus constitutes a 
pod bearing, particularly at night, since otherwise no long-range port 
is are available. 
Position of the crane is about Lat. 34° 43’ 2” N., Long. 125° 24’ 1” E. 
‘Sarea where the shipyard is located is designated as “Iron works” 
‘Chart 1656, map of Chinnampo Ko. The waterside there no longer 
‘San inlet, but has been straightened out, and building work is still in 
myess. See “Plan Section” of “Guide”. 
‘kewise building works are in progress along the whole shore line 
“ween the shipyard and Nampo Ki. The shore line is also straightened 
*®, and to all appearances has been developed as anchorage and 
‘air yard for the Korean Navy. The 2 red/black buoys to the South of 
‘ron works in the chart are no longer there. In this area there is only 
‘mall fixed buoy for guard boats and fishing craft. 
nthe middie of Shienshin Island there is a 9-storey white hotel, which 
*tgood landmark by day. 
Th tidal pole in front of Nampo Ki is no longer available. On the 
“uhern end Nampo Ki is a bunker with a small house on top. The 
ooh of the house is pink and the upper part white. The West pier 
ibatsu To has 5 mobile port cranes, with lifting capacity up to 5 tons. 
he Southern end of the pier are 2 new large warehouses. A floating 
Pe 'S available with a capacity of about 160 tons. On the Western 
*''s likewise a small warehouse and 2 mobile port cranes (up to 
*%s). At the Southern end of the Western pier, are two berths for deep 
*3 freighters with a good 9m. water depth N.W. alongside. At the 
- ern part of the Western pier there is a good 8 m. of water along 
Fri of some 210 m. At Berth 1 (West pier, Southern berth), vessels 
: 32 ft. draft can go alongside in normal water conditions. The depth 
aler in the inner part of the port could not be exactly determined, 
ludging by the vessels there must be about 5 m. 
th old Coal pier has a berth with at least 10 m. depth of water. East 
‘Spier is also a further coal pier, equipped also with conveyor belts 
Fano 10 m. depth of water alongside. 
berthing and unberthing there are one large and three small tugs 
. The large tug acts as pilot craft and for the authorities to visit 
‘Searance, It has been previously described. 
ag Our observations, in the inner roads loading and unloading rarely 
place. There are only a few lighters available. As the port is 
4 tays) a long waiting time must always be allowed for (at least 
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Medical care for crew members here is somewhat difficult, since one 
tries with all means to avoid having to have the crew member transferred 
beyond the confines of the port. In this connection, the doctor comes 
only once on board and a decision is taken as to whether or not a visit 
to hospital is necessary. For such a hospital visit one has further to go 
through the Agent to the authorities to obtain permission to go beyond 
the port area. 

Below are some soundings of the roads. The vessel's draft = 8.35 m. 
First bearing is Nampo Ki, second bearing is the pier light, fixed red, in 
front of the East pier: 

Measured depth, 
taking into consideration 


Weather Bearing Time vessel's draft 
(Wind) (GMT) (m.) 
15° 8 knots 344°, 38° 2330 21.15 
100° 8 knots 355°, 42° 0130 19.93 
360° 5 knots 355°, 39° 0715 15.97 
340° 5 knots 343°, 37° 0900 18.41 
070° 9 knots 340.5°, 38.5° 2330 ra: 
060° 5 knots 343°, 39.5° 0100 21.46 
Circulating 
5 knots 324°, 41° 0430 16.88 
270° 13 knots 339°, 37° 0000 21.46 
300° 20 knots 357°, 40.5° 0300 19.93 
290° 10 knots 345°, 40° 0840 18.43 
Circulating 
5 knots 360°, 45° 0640 16.58 


The pier structures have shuttering walls at the bottom, and the upper 
part is composed of equal-shaped stone blocks. At the mooring points 
fenders are composed of car tyres strung together on wires. The pier 
itself is in a satisfactory condition. Rail connection is available, and lorries 
may run along it. Water connections are also available. As the two cranes 
on pier Berth No. 1 have very large beams, they are often positioned 
between two hatches and then work the two hatches alternately. 

Loading and unloading is made difficult since it is not possible to obtain 
precise information as to the number of gangs, the time they will turn 
up for work, whether they will work with their own equipment or with 
cranes or with the mobile cranes available. It continually happens that 
suddenly port workers will appear or disappear, although shortly 
beforehand the Agent will inform to the contrary. 

Telephone connections with Europe are possible. Connections can 
be obtained at the Seaman's Club in the port after 1600 hrs. On average 
it takes an hour to get through. It is advisable always to try to get a line 
to Moscow, and then ask for the required connection oneself in English 
from the Moscow operator. This noticeably hastens the connection. 
Comprehension is at times very bad, calculation of charges is dreadful, 
and one must be prepared to pay three or four times the price as would 
appertain for a similar call in Europe. 

The local currency is the Won. U.S.$ 1.00 = approx. 2.15 Won. In 
the Seaman's Club all customary Western currencies can be changed 
into Wons. 

Loading rigging can be positioned from the ship. If for example this 
has to be done at night, it must be discussed in advance with the Agent 
as to whether this has to be done by the ship or the port personnel. If 
the rigging is done by the port personnel, it must be checked carefully. 

Clearance outwards occurs in the harbour roads and not at the pier. 
It takes a good 3 to 4 hours. Here also, all crew members must be in 
their cabins for checking purposes, and if the authorities require it, 
personnel must be available to guide them around the ship. On leaving 
the port, yet another list must be presented of currency which each crew 
member has spent in Korea. 

They are only interested in foreign currency which has been 
exchanged for Wons in the Seaman's Club, since Wons may not be 
exported. 

On the journey out from the port, the Pilot is accompanied by an 
assistant and member of the coastguard. The latter, shortly after coming 
on board, removes all seals from apparatus sealed when coming into 
port. The Pilot leaves the vessel at a position Lat. 38°35’ 5" N. and 
Long. 124° 55' 5” E. 

Herewith some soundings, taking into consideration draft of vessel. 
First bearing — pier light East side Hibatsu To — fixed red. Second bearing 
chimney at Lat. 38° 44’ 1” N. and Long. 125° 25’ 9” E. (shown on the 
chart as Chy.) 


GMT Weather Bearing Line sounding 
(m.) 
0030 Calm 338° 21.78 
1022 mb 43° 
0130 Calm 338° 
1022 42° 24.79 
0430 Changeable 335.5° 21.03 
1022 40° 
0530 250° 14 knots 312° 
1022 38° 24.18 


SHIPMASTER’S REPORT: No. 3 


VHF: Agent “KOSA" can be contacted on Channel 16. Generally port 
(Pilot, etc.) do not communicate with the ship directly. All 
communications (VHF) to be done through “KOSA”. General watch 
keeping time (VHF) — 0900 hrs. to 1030 hrs.; 1200 hrs. to 1300 hrs.; 
1400 hrs. to 1630 hrs.; 1900 hrs to 2100 hrs. and 2330 hrs. to 0030 hrs. 
FRESH WATER: Also available from shore connections alongside in 
Berths No. 1 and No. 2. 

SURVEYORS: State surveyors of D.P.R.K. (Democratic People's 
Republic of Korea) available. Survey fees about U.S.$1,900.00 per visit. 
REPAIRS: Facilities available. 

New Dry Dock: is in operation which can handle ships over 180 m. in 
length. Shipyard builds ships (2 — 3 ships at a time) of moderate size 
(about 10,000 d.w.t.). 
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Dry Dock/Shipyard Workshop undertake ships repair. They have boat 
fully equipped with diving equipment and diver. 

Factory Engineer/Technician (Electronic) undertake Radar/Echo- 
sounder/VHF repairs. 
GENERAL: 
Marine Note of Protest: No Notary Public or Court of Law. Masters 
wishing to lodge a “Note of Protest” can write to the Harbour Master 
who will endorse his (Master's) letter. 

People strongly object calling their country ‘North Korea”, it is to be 
called Democratic People’s Republic of Korea. 
Fresh Provisions: Fresh provisions also available through the ship 
chandlers (owned/controlled by the Government). It is advisable to take 
stores through the seaman’s club, where quality can be checked before 
the provisions supplied on board. 


SHIPMASTER’S REPORT: No. 4. May 1986. 


Korean Regulations require foreign vessels to stay 15 miles off coast 
until abreast of port and we were tracked from 37° 00’ N., Northwards 
to ensure that we did so. As well as ETAs at 5 days, 24 hours, 12 hours 
and 4 hours before arrival at pilot station, vessel required to report 
position and speed 24 hours before and on crossing Lat. 37° North. 

Approached Sei To Island on course 075° on flood tide with very 
strong Northerly set and carrying 15° for set to clear shoals to the North. 
Passed Sei To at 1.1 miles and 7 cables North of Hoko To then course 
050° between red can buoy marking Southern end of Chu Shu or Naka 
Su and black conical buoy marking Northern limit of Kashi or Shimo Su, 
then 055° to Pilot Station No. 1 and waiting anchorage North of Shimai 
To. Neither of the above buoys appeared to have lights and were poor 
radar targets, so approach at night not advisable. 

Instructed by cable from Agents (KOSA) to anchor at No. 1 Pilot 
Station to await Pilot, who arrived unexpectedly after only 2 hours at 
anchor. We could hear Agents KOSA on VHF Channel 16 but they did 
not answer. 

2 Pilots, 2 Immigration Officials and Port Health boarded from tug 
which came out from Shimai To. Clearance to enter procedure carried 
out here which included placing all cameras and binoculars in radio room 
and sealing the door, took about one hour. The 2 Immigration Officials 
in onboard for passage up river. Echo-sounder sealed but not 
radars. 

Channel to locks at Hito Suido passes close Northwards of Shimai 
To, 067° through No. 2 pilot station and waiting area to 8 cables N.N.W. 
of San To, thence straight course to locks. 

The damming of the river and the river sealed off from the sea was 
completed in April 1986. The old main channel (Hito Suido) South of Hi 
To Island closed with sluices and three locks. Two for large ships in way 
of the old deep water channel, of which the largest is 270 m.x36 m. 
and a small lock for fishing vessels close to the Southern shore. The 
2 main locks are side by side with a large control tower and large swing 
bridge on the centre dividing islands, which is extended East and West 
by 100 m. long leading jetties on piles. Leading jetties have vertical wood 
fendering against piles and locks have floating wood fenders for full 
length, both sides. One tug available to assist large ships to enter lock. 

East of locks, channel close to South bank to avoid shallow patch in 
mid-river for first 3 miles, after which appears to be plenty of water for 
virtually full width, expect changes in the future though, with silt washing 
down river which cannot pass dam. 

We went straight on to berth and the rest of the entry procedure which 
took 2 hours carried out, normally this is done at anchor before berthing. 
Papers required were as previous Master's Reports in ‘Guide to Port 
Entry’. All Cholera vaccinations must be valid and all foreign currency 
must be declared. Before sailing a list is required of all foreign currency 
changed, which is readily possible at the Seaman's Club, all Hotels and 
most of the shops in Nampo amd Pyongyang. 

Officials searched ship thoroughly on arrival. They require 4 Officers/ 
men to accompany searches, with their passports, and all other 
personnel have to be in their cabins. Even deck stores and engine room 
searched. The same procedure takes place before sailing, but this time 
they are looking for stowaways and Korean currency which it is illegal 
to take out of the country. 

Shore leave for ship's crew is only allowed between 0700 hrs. and 
2300 hrs. local time daily and only inside port area, which includes 
Seaman's Club. Even for this, shore passes and passports must be 
taken, which are checked by guard at foot of gangway, on and off. 
Special permission has to be obtained for visits to Nampo City or the 
capital Pyongyang. This is readily given, though always accompanied 
by an official guide from either the agency or the Seaman's Club. We 
were allowed cameras out of seal for a guided tour of Pyongyang, but 
they were returned under seal, immediately on return to the ship. 

Taking of soundings with hand lead, making drawings or sketches of 
anything in port area, visiting other ships, taking radios or tape recorders 
on deck and taking anything ashore without declaring to Customs are 
all strictly forbidden. 

Garbage is collected from ship every 3 days, which service has to be 
paid for (about 300 Won each time). All garbage must be kept in closed 
bins, and nothing must be thrown overside. 

Very keen on rat guards and net under gangway. 

Fresh water readily available by barge, in 90 tonne quantities. Seemed 
to be of good quality though quite expensive (4 Won per tonne). 

The Seaman's Club provides chandlery and laundry services. Good 
fresh vegetables available. 

Rate of exchange (May 1986) 2.2 Won to U.S. Dollar and 3.4 Won 
to Pound Sterling. 

Bulk handling berth consisted of three large concrete dolphins on steel 
pillars and joined by steel girders, on which tracks for bulk handling 
equipment run. Connected to shore by narrow walkway only. Total length 
of berth about 150 m. so stern was overhanging. 

Berth equipped to discharge grain and to load bulk cement (cement 
being the largest export from the port). 
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Cargo of bulk wheat was discharged by three methods:- 
(1) By vertical belt lift to conveyor belt, thence to silo, cept 
(2) By ship's grabs via hopper to conveyor belt, thence tose most 
(3) By ship's grabs to barges overside. Be 
The majority of cargo being discharged by the latter two Mey, No. 1 
though the vertical lift belt was the fastest when work i 
continually breaking down. Also best work done at night aS they Se 
frequently a shortage of shore electrical power during the day, ‘Be 
Draft survey carried out to confirm quantity discharged ang prob 
signed a statement to the effect that full B/L quantity discharged wp te 
not given clearance to sail until this had been done. Be 
Although nearly everyone from the agency (KOSA) spo, gpou 
English, there was nobody from stevedores who did and Por 
ship's personnel had very little control over which hatches Were yq Note 
and when. of 
Agents: Korea Ocean Shipping Agency (KOSA) very attenty, by 
said to have 24 hour Channel 16 VHF watch in their office, thoup, & 
was not put to the test outside normal working hours. Requeg 
every has to be by written application, i.e. money, fresh Walter » 
irm, etc. 


SHIPMASTER’S REPORT: No. 5. August 1986. 


ARRIVAL: Pre-arrival notices: 
The state Agent, Korea Ocean Shipping Agencies, cable a Bi 
“KOSA"” will send by cable, instructions regarding reporting poss 
sea before arrival. In our case we had to send position 24) 
12 hours and 4 hours before arrival at pilot station together with SH 
and speed. 
The position is also to be sent when crossing a line joining the foly V 
positions: 2A 
Lat. 40° 00’ N., Long. 123° 20’ E. : 
Lat. 37° 00’ N., Long. 123° 20' E. wt 
Lat. 37° 00’ N., Long. 126° 30’ E. (3 
The coast must be kept at a distance of 15 miles until the apm to 
to the Island of Sei To (Lat. 38° 33’ N., Long. 124° 46’ E.) ( 
Note: North of Lat. 37° 00’ N., the ships are challenged by Korean} 
vessels either by VHF or Morse Lamp. They request ship's » 
nationality, cargo on board, destination, port of origin. Sometimes) ba 
approach close to vessel (3 — 4 cables) to check the name with pow 01 
projector. 4 
PILOTAGE/APPROACHES: Pilot boarding anchorage: wd 
After passing Sei To Island the ship proceeds to the pilot w hon 
anchorage bounded by the following positions: 
A. Lat. 38° 41’ 24" N., Long. 124° 59’ 12” E. 
B. Lat. 38° 41' 54” N., Long. 124° 58’ 06” E. 
C. Lat. 38° 43’ 06" N., Long. 125° 00’ 24” E. 
D. Lat. 38° 42’ 06” N., Long. 125° 01’ 36” E. 
The tide is very strong but the holding ground is good, py “« 
sufficient chain to avoid dragging. we 
Approaches: The red buoy on the SW end of Naka Su Shoal, tot 
on the port side when entering, is in position 37° 36'S 
124° 50’ 42” E. (7 cables S.W. of charted position). 
The black buoy, starboard hand, 2 miles N.E., is 3 cables WS! ya 
the charted position. 
The black buoy 1 mile N.E. of Shimai To Lighthouse has beenchay 7 
to red and is in position (A) of the waiting anchorage (38° 414 
124° 59.2’ E.). 
LOCKS: A dam has been erected across the river from a pw 
(approx) 38° 43.4’ N., 125° 14’ E. in a SW direction to the ‘5 14" 4 
East of Hi To Island, then in a 263° direction to the Datum’ gs 
(38° 40.8' N., 125° 11’ E.) The area between Datum Rock and® pa, 
Island has been reclaimed and a large esplanade built. me 
Another dam with gates join Hi To Island to the mainland ina® oq 
direction (198°). 3 locks have been built on the SSW part: { 
Lock No. 1: The SSW most, is used for barges. ' 
| 
L 


BEnez2 


~ 
32 


BBesepa 


att 


= 


Lock No. 2: In the centre, is for large vessels up to 50,000 dw’ 
dimensions are 275 m. x36 m. A training wall extends on both et 
the lock on the Northern part. The walls of the training wall are pro® Op 
with wooden fenders, the lock has floating wooden fenders. | 

Lock No. 3: The Northernmost is for medium size ships 
dimensions are length 225m. and beam 26m. 2 ships @ wy 
accommodated at the same time. 8 
Note: The lack of co-ordination between the Lock Master and Auth! -1 
operating the gates of the dam is frightening, when the gates are 0? © 
a very strong current sets across the Western part of the lock at | 
impossible to leave the lock as the ship is pushed toward the std oth 
water still existing just outside the lock. Small craft may try to ené | 
lock when the gate is opened. ot 

Aroad and railway line on the dam and lock system through a sw - 
bridge. 

2 tugs are available to assist large vessels to enter the lock. _ lor 

We entered the lock in loaded condition with a draft of 10.00 m.## 
any difficulties. Our vessel is 37,500 d.w.t. 

The locks have been operating since April and the Pilots do not na 
much experience. ‘or 

A very tall monument stands on Hi To Island. : on 
PORT: See “Plan”. Since the building of the dam there is no tide™ 
port and the current is negligible. ‘ a 

Salinity is lowering. At the time of our stay it varied from 10091" AN 
it is said that in future it will be completely fresh water. ‘or 

5 new berths have been built over the last 5/6 years in add? ™ 
Berth No. 1 and No. 2 in Hibatsu To. bh 

Berth No. 3 extends in a Northeasterly direction for 220 m. “ \ 
light in position 38° 43’ N., 125° 24.6’ E. There is about 11™ f 
alongside the berth 2 cranes of 5 tons are available. uote 

Berth Nos. 4 and 5 are inside a basin just North of Berth No 
are used by barges. 

Berth No. 6 (NE of Berth No. 3) is formed by 3 large pilatio® F 
equipped with 2 discharges and one loader for grain. There are mee 
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gest 41.5 m. on the inside part of this berth (where we discharged 
go). 
Ld 0 Oe eastward of Berth No. 6) is about 340 m. long. Berth 
* ngs minimum depth of 6.0 m. at the Eastern part and is used for 
8 cargo. It also has a fixed hopper connected by belt to a silo. 
fein is equipped with 2 cranes of about 5 tons capacity. 
¥ No. 8 is equipped with 3 special loaders for cement in bags. It 
wf has a minimum depth of 11 m. as we have seen vessels loading 
ft of 10 m. 
y Tht g (further Northeastward) is a loading berth for coal and is 
480 m. in length with depth of more than 12 m. 
a ader runs on the pier for loading of coal in bulk. 
cranes and equipment for handling grain are locally built and 
o frequent breakdowns. Safety guidelines are absolutely ignored 
~ stevedores who use wires and equipment of poor quality. 
+ ‘Sane cable connections are exposed to the weather. 
1 gations: Port Regulations must be strictly followed and ships are 
7 to heavy fines for non observance of the regulations. Pollution 
| “aly prohibited. In future the discharge of sewage into the water 
; hibited. 
ory There is another berth further upriver to discharge iron ore at 
«factory but details are not known. 
me Agent KOSA has a VHF radio operating day and night. = 
soculars, ship's radio station and echo sounder are sealed at waiting 
@orage, Radars are left open for operation. 


MASTER'S REPORT: No. 6. December 1986. 


sssel called at Nampo with a cargo of bulk wheat from India (about 


} «0 tonnes). 
. The Nampo pilot ground has been established in an area enclosed 
yte positions: 
» Lat. 38° 41' 24” N. Long. 124° 59’ 12” E. 
» Lat. 38° 41' 54" 'N. Long. 124° 58’ 06" E. 
> Lat. 38° 43’ 06” N. Long. 125° 00’ 24" E. 
é Lat. 38° 42’ 36” N. Long. 125° 01’ 36" E. 


|) The binoculars are put away under seal, also the use of 
esnitters and echo sounders beyond the lock gate is forbidden. 
) Vessel berthed at Berth No. 6, and the Pilot informed me that a 
's fresh water draft is safe. 
‘ Berth No. 6 is a mechanised berth serviced by 2 conveyor belts 
sdaims of a discharge rate of 3,000 tonnes per day. There are, 
myer, breakdowns and we managed about 1,000 tonnes per day 
eahigh of 1,400 tonnes per day. A silo receives the wheat and has a 
gxity of 20,000 tonnes. Berth No. 6 is also the loading berth for bulk 
went, serviced by one loader. Supposedly a load rate of 3,500 tonnes 
wday can be achieved. The storage facility for the bulk cement is a 
#0 60,000 tonnes capacity. 
§ Galley garbage is cleared every 3 days. The Harbour Authorities 
strict and among other things are very particular about rat guards 
#9 in position and the satisfactory operation of sewerage treatment 
mats, 


i The Agents are co-operative and helpful, and going by earlier 
tsers' reports, | think there is vast improvement in telex and telephone 
uites. 


1 Agent's cable address: Kosa Nampo. 
HPMASTER’S REPORT: No. 7. January 1992. 


Nis information is to be read in conjunction with Guide to Port Entry, 
‘AChart No. 1257, China Sea Pilot Vol. 111 and Radio Signals Vol. 6, 
2 This report gives the differences with information from above 
‘loned publications only. 
NCUMENTS: On arrival: 
Xelaration of total foreign currency on board, including crew 
nember's currency. 
‘sof radios on board (separate tuners and tape recorders). 
‘tuner and tape recorder is one set, show as tape recorder. 
‘departure: 
%claration of total foreign currency spent in the port. 
‘0: Telex No. 24051 (was advised by charterers) operated well, 
‘Agent uses telex for receiving information only. Instructions were 
"by Agent via Nampo Coast Radio (call sign — HML, frequency MW 
0, SW - 8736, 24 hours duty). This station replies in case of need 
"end Agent's instructions to vessel only. 
if Channels 16 and 11 are used by KOSA. Communications with 
parties via Agent only. 
Prd of SATCOM telephone is strongly prohibited in the port. In case 
oh 24 hour advance application is required via Agent to 
n. 
*LOTAGE: Pilot and Port Authorities board at Waiting Area No. 1 for 
*8gn vessels, where ships have to drop the anchor as instructed by 
. Sea and port pilots are experienced. 
OACHES/ANCHORAGES: Vessel was instructed by Agent to 
© 12 miles off the coast of D.P.R.Korea. Waiting Area No. 1 for 
eign vessels is indicated on B.A.Chart correctly. All buoys indicated 
ba chart in approaches and inside the river are missing. Electronic 
att for Norcontro! Data Bridge 7 was used in approaches as prepared 
time. In this case, there were no difficulties with approaches. 
ng Area No. 1 for foreign vessels, as an anchorage, is dangerous 
PS in light condition, when N.W. wind increases to gale force or 
Rlonage of a bad forecast, it is recommended to leave this 
as: Both times (on arrival and departure), vessel used Lock No. 3 
. Diggest), Most wooden fenders are missing. There are small rubber 
rere wire ropes on the lock’s walls. In loaded condition, vessel's 
en dwas 4.5 m. All of these fenders were above ship's main deck 
the lock was opened. 
ts oa with capacity 1,000 h.p. is available to assist the ship to enter 
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Locks’ regulations: Vessel can pass through the lock if the wind is 
less than 7 m./sec., and waves less than 0.5 m., especially with swell 
from the West. Locks operated in daytime only. 

TUGS: There are three old tugs in the port with 1,000 h.p. Usually pilots 

use these tugs for pushing only. 

GENERAL: 

(1) Radio-room, binoculars, navigation and photo equipment were 

not sealed. 

(2) Discharging of sea water ballast and sewage is strictly prohibited 
after passing the lock. It is recommended to discuss this matter 
with Agent in good time, especially for ships which call at Nampo 
for loading. 

(3) It is recommended to avoid mooring between sunset and sunrise, 
due to the fact that electric lights are missing in the port and very 
often on the berths. 

It is necessary to declare all audio equipment/radio tuners and 

tape recorders twice: First time, during Clearance inward 

procedure, which is carried out at Awaiting Area No. 1; and 
second time, on arrival at the port. 

The local form for radio equipment has to be filled in very carefully. 

It is compulsory to declare all broken audio equipment, including 

those inside the store rooms, in order to avoid the fines from 

Immigration. Master signs this form before Officials search ship 

thoroughly. During this inspection, Immigration Officer counts all 

audio equipment. 

(5) On arrival, the Quarantine Officer demanded the Certificates of 
Cholera Vaccination for all crew members, but after long 
“discussions” this demand was cancelled. 

(6) The visit to the Seamen's Club is not restricted from 0900 hrs. to 
2300 hrs., but is 24 hours a day. Application to Immigration via 
Agent is required for visit the town. The visit to another vessel in 
port is possible if vessel is same flag only. 

(7) Large amounts of cigarettes were given out by Master as presents 
to representatives of local Authority. 

(8) The permission to enter Government Waters was legalised by 
Protecting Agent, and number and date of issuance were advised 
by charterers. 

(9) The vessel loaded coal. Average rate of loading is about 
4,000 tonnes per day. As usual, cargo was collected in daytime 
and vessel was loaded in the night. The reason for this is lack of 
electricity in the port most part of time. The ship was shifted along 
the berth for loading Holds No. 1 and 2. The stowage factor of 
coal is around 36 cu.ft./ton. The trimming of cargo inside the holds 
is carried out by trough only. 
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SENBONG: 42.20 N. 130.24 E. 


SHIPMASTER’S REPORT: March 1987. 


DOCUMENTS: 

8 copies Crew Lists (One additional copy required for each application 

for shore leave and an additional 2 copies on vessel's departure). 

4 copies Vaccination List. 

2 copies International Maritime Declaration of Health. 

2 copies Crew Declaration. 

2 copies List of Valuables and Currency. 

1 copy Bills of Lading. 
To be presented on arrival: 

Vegetable form indicating quantities and country of origin. 

Cameras and binoculars form. 

Local health form. 
PILOTAGE: Compulsory for foreign ships. There is no VHF response 
prior to arrival at pilot station. Pilot boards from tug. 
ANCHORAGE: Bounded by following points: 
(a) 42° 17’ 00" N. 130° 26’ 30” E. (c) 42° 17’ 00” N. 130° 19’ 00” E. 
(b) 42° 15’ 30” N. 130° 26’ 30” E. (d) 42° 15’ 30” N. 130° 29’ 00” E. 

Pilot and Health Officer board in this area. 
RESTRICTIONS: VLCC movements only carried out at night and during 
poor weather conditions with the Harbour Master’s permission. 
HEALTH: No Radio Pratique. Doctor boards with Pilot and Immigration 
Officers. All vaccination certificates checked for validity, any expired 
inoculations given. For hygienic reasons, ship supplied disposable 
hypodermics. If any crew joined vessel within preceding month, all 
personnel to have temperature taken by Doctor. 
RADIO: Call Radio Station HMR (Ragin) on 500 kHz between 0800 hrs. 
and 2400 hrs. (local time). When out of range, messages sent via VPS 
Hong Kong. 
Arrival Advice: All communications for Port and Pilots to be sent via 
Agents (36 hour, 24 hour and 12 hour messages). Initial message to 
include present position, speed, DWT, GRT, NRT, LOA, Breadth, 
number of crew and confirm Democratic People’s Republic of Korea flag 
on board. After initial report, send position reports every 4 hours. 
VHF: We were informed after arrival that VHF contact is possible, but 
local operators only respond to Russian and Korean languages. We 
made very brief contact with Pilot when tug 0.5 miles off. 
TUGS: 1 x 1,000 h.p. and 2 x 800 h.p. tugs available. Aft tug makes 
fast using ship's line, which should be of the floating type. One tug is 
used to keep buoy mooring lines coiled on deck. 
BERTHING: S.P.M. located in approximate position 42° 18.3’ N., 
130° 25.5’ E. and shows LF.2R.12s. There is an inner harbour for 
smaller vessels bunkering, size not known. 
MEDICAL: Hospital and dental facilities available at Rajin. 24 hours 
notice required for Immigration. 


1195 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, by 


TANKERS: S.P.M. has 1 x 16 in. hose string which is connected and 
disconnected by shore personnel. Maximum back pressure allowed at 
ship's rail is 9 kg. Loading rate averaged 1,300 t.p.h. Shore tanks of 
20,000 tons capacity are located approximately 7 km. from the buoy. 
Moorings: Two buoy ropes of 130 mm. diameter are made fast on bitts. 
Ship lowers 2 mooring ropes with lashings and messengers to small 
line boat which then passes them to a tug near buoy. 

DENSITY: 1025. 

FUEL: | believe fuel is available to vessels using the port if advance 
notice given. There is an inner harbour draft restriction of 7.50 m. Barges 
not available. 

FIRE PRECAUTIONS: Minimal, vessel carried out own checks. 
CUSTOMS ALLOWANCE: 200 cigarettes, 1 bottle of spirits, no limit for 
beer. Bonded store not sealed. 

TIME: GMT plus 9 hours. 

STORING: Small amounts of fresh produce are available, depending 
on time of year. Payment in cash (U.S. Dollars) is preferred. 

SHORE LEAVE: Application to be made to Immigration 24 hours in 
advance. Crew only allowed to visit Seamen's Club in Rajin. Bus takes 
crew from jetty to Club where crew must remain until return journey. 
Shore pass and Seaman's Book to be carried at all times. These are 
checked by Immigration on the ship and on jetty outward and on return. 
GENERAL: The initial Quarantine and Immigration inspection takes two 
hours, therefore it is advisable to anchor. 

Immigration Officials seal radio, cameras, binoculars and distress 
rockets. They also require radars and depth recorder to be sealed but 
were persuaded to leave this until vessel berthed for safety purposes. 

Once berthed, Customs, Agent, Harbour Master, Receivers, S.P.M. 
Operators and Interpreter board, at which time there is a second 
Immigration and Customs inspection of whole ship. 

Accommodation required for 11 persons and meals for 15 persons. 
Officials come and go daily. 

Prior to departure there is a Customs and Immigration inspection. 
Once completed, Harbour Master issues Clearance Certificate. 

Two Immigration Officials remain onboard until vessel drops Pilots in 
Quarantine Area. 

Pilot remains on bridge throughout discharge and controls the tug 
which is secured at the stern to keep the vessel off the S.P.M. 

Chart: BA. Chart No. 2431 (Unggi). 
Agents: Korea Shipping Agency, Rajin Branch. Cables: “KOSA RAJIN”. 
Telex: 6204 RJKP. Telex manned during office hours only. 
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public of Korea 


sNERAL: 


onBiGN FLAGS: Ministry of Transportation issued following 

“tons regarding entry and exit of foreign flag vessels in Republic 
aters. 

som ‘Director, local Marine Bureau shall not grant permission for 

ai of foreign flag vessels under ownership of North Korea, Vietnam 


i china. 2 ie 
en 2: Director, local Marine Bureau shall not grant permission for 
of foreign flag vessel bound for North Korea or falling short of 
} of departure from ports of North Korea. 
on 3: No restriction shall be applied for entry of foreign flag vessels 
same appertained to above clauses in accordance with 
lly accepted practices. 
a: The following requirements apply to vessels carrying dangerous 
ves, deep draft vessels and vessels and their tows exceeding 
gin. in length. Such vessels should inform the District Maritime and 
ity, 12 hours in advance, of their name, tonnage and 
_eated time of entry into the designated area of the following ports: 
sw Pusan and Ulsan. 
TH: Radio Pratique is available at Inchon, Busan, Yosu, Ulsan, 
yang, Masan, Mokpo, Gunsan, Chungmu, Tonghae and Cheju. 
igsiers are required by the Ministry of Health and Social Affairs to 
age ina telegram requesting Radio Pratique the following information 
ee order shown: 
Notice in accordance with Art. 22 (RPM). 
: Name and nationality of vessel. 
| Number of sanitary certificate. 
‘Date and place of departure. 
‘Al ports of call with dates. 
‘Name of entry port and ETA (Korean time). 
* Name of issuing authority, date and validity of fumigation certificate. 
: Number of crew and passengers on board. 
; Any transhipment of crew or cargo within 7 days prior to arrival. 
‘Name of any patient on board ill within 7 days of arrival and 
toms. 
' Any death on board within 7 days of arrival. 
| Discovery of infected rats, dead or alive. 
infection of cargo by quarantinable disease. 
| Any crew or passengers without valid WHO inoculation certificates. 
‘ Availability of doctor on board. 
i Name of Master. 
E: GMT plus 9 hours all year round. 


SAN (Pusan): 35.07 N. 129.02 E. 


XCUMENTS: 

3Cargo Manifests. 

iTransit Cargo Manifests. 

3 Crew Lists. 

i Passenger Lists. 

{Passenger Baggage Lists. 

‘Mail Lists (forms supplied by Agent). 

5Parcels Lists (forms supplied by Agent). 

2Ams-Narcotics Lists. 

2Tobacco Lists. 

‘Currency Lists. 

‘Stores Lists. 

‘Crew Personal Effects Lists. 

"migration: All Seamen's Books examined and shore passes made 
“These passes to be carried at all times when ashore. 
‘onaster's Report: November 1988. 

jcopies Transit Cargo Manifest. 

copies Crew List (Customs). 

)copies Crew List (Immigration). 

3copies Passenger List, (if any). 

2copies Arms/Narcotic List. 

2copies Currency List. 

2copies Stores List. 

2copies Crew Personal Effects List. 
, 2copies Ports of Call List. 
“zantine: 

' copy Maritime Declaration of Health. 
‘ee copy Vaccination List. 

nn: Keep record of times of departure and returning to the ship 
MoTAC, members for handing over to Immigration. 
} AGE: Professional Pilot service is available at Busan and contact 
abe made by telephone No. 44-1651. Necessary for arriving vessel 
“Toll Pilots of arrival 24 hours in advance. VHF unavailable. Formal 


Depth Capacity 
Z rage 8-9 m. 4 vessels of 300-2,000 tons 
=-Anchorage 11-12m. 6 vessels of 8,000-12,000 tons 


*STRICTIONS: Vessel having called at Communist ports within 
u tortie’ contemplated entry of Busan needs to obtain permission of 


SIZE: Max. size 50,000 d.w.t. LOA 330 m. Max. draft 12.5 m. 


KOREA, Republic of 


HEALTH: Pratique granted to vessels anchored in a circular quarantine 
anchorage located in Outer Harbour. Quarantine Inspection can be 
arranged by day or night if sufficient advance notice given although 
regular hours are sunrise to sunset. Valid Cholera Certificates required. 
Inoculations against typhoid and typhus may be required depending on 
prevalent conditions. 

Quarantine Anchorages: 

(a) Lat. 35° 05.14’ N., Long. 129° 07.34’ E. 

(b) Lat. 35° 04.78’ N., Long. 129° 07.12’ E. 

RADIO: Busan Harbour Radio Station: call sign, “6MF”. 

Vessels to submit ETA to Busan Port and Maritime Authority 72 hours 
and 24 hours before vessel's arrival, message also to include name of 
Owner and Agent. 3 hours before arrival vessel must communicate with 
Busan Port Control. 

Radio-Telegraphy: Calling 500 kHz (operating throughout 24 hours), 
working 520 kHz, 512 kHz. 

Radio-Telephony: Calling 2183.4 (operating throughout 24 hours), 
working 1881.4 kHz, 2320 kHz. 

VHF: Busan Harbour Control, calling on Channel 16, working Channel 
12, 14, 20 and 22. 

RADAR: A radar station is sited in the Harbour Office to assist vessels 
approaching the port in poor visibility. 

TUGS: Tugs join an arriving vessel immediately inside the breakwater 
of Busan Harbour. Ship's own lines are used. Tugs can join large vessels 
outside the breakwater. 11 tugs, 1,000 h.p. — 3,200 h.p. 

BERTHING: Normally in daylight only. 


Length of | Depth of Max. 
Pier Quay Water Size 

(m.) (m.) (d.w.t.) 

No. 1 407 8-9 8,000 

7,000 

500 

No. 2 925 9-11 20,000 

10,000 

7,000 

5,000 

500 

No. 3 1,145 9-11 10,000 

8,000 

5,000 

3,000 

No. 4 1,308 9-10 10,000 

8,000 

7,000 

5,000 

3,000 

500 

Central 646 9 8,000 
No. 5 

(Container) 659 12) 50,000 

(Grain) 371 125 50,000 
No. 6 

(Container) 603 12.5 50,000 
No. 7 

(Coal) 127 10.5 6,000 

(Scrap) 193 10.5 15,000 

(Ore) 336 7.5-10.5 5,000 

No. 8 535 10 15,000 

165 9 10,000 

130 7.5 5,000 

170 5 1,000 

International 200 8.5 10,000 

Passenger Terminal 120 7 3,000 

3,000 

Coastal Terminal 575 6.5 1,000 


CRANES: 80 cranes with capacity 10 tons — 100 tons. 4x20t.p.h. 
cranes for scrap iron. 
CONTAINER FACILITIES: 630.5 ton and 240.5 ton capacity gantry 
cranes at the container terminal (No. 5 and 6). 2x 40.5 ton and 7 x 30.5 ton 
transtainers available. 354 reefer points available. 
BULK HANDLING FACILITIES: Grain terminal located at Pier No. 5. 
Storage capacity 83,000 tonnes. 2x400t.p.h. ship unloaders and 
1450 t.p.h. conveyor. 

Coal handling facilities at Pier No. 7. 2x300t.p.h. unloaders and 
1600 t.p.h. conveyor. 
STEVEDORES: On basis using full gangs per day, the capacity is : 
1,000 L/tons on general cargo. 
MEDICAL: Service is available at short notice. 
TANKERS: A T-head oil pier extends about 700 ft. on the S.E. side of 
the North Harbour. Least depth at pier head is 32 ft. Used by tankers 
servicing Korea Oil Corporation. 
FRESH WATER: Available. Rate of water supply, 80 L/t.p.h. Supplied 
at pier, or by barge. 
FUEL: Availability on Bunker “A”, Bunker “C”, LRFO, LO and diesel oil. 
FIRE PRECAUTIONS: Port has separate anchorage for tankers. Port 
requests for compliance with regulation not to contaminate waters with 
inflammable substances, e.g. petroleum products. Tankers are 
prohibited to clean tanks in port. 
CONSULS: 

Consul, Republic of China 
Consul, Japan 


Tel: 23-3617 
Tel: 43-9221 
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REPAIRS: All repairs can be effected. 
DRY DOCKS: 


Name of facility Capacity Location 
g.r.t d.w.t. 

Korea Ship Building 

Eng. Corp. No.1 3,000 6,000 Busan 
Korea Ship Building 

Eng. Corp. No.2 20,000 60,000 Busan 
Korea Ship Building 

Eng. Corp. No.3 80,000 150,000 Busan 
Dae Sun Ship 

Building Corp. 2,000 4,000 Busan 


GANGWAY/DECK WATCHMEN: This service is available. 
OPENING/CLOSING HATCHES: Usually carried out by stevedores. 
CERTIFICATES: 

Derat Certificate or Exemption. 

Inoculation and Vaccination Certificates for all crew members. 
CUSTOMS ALLOWANCES: One carton cigarettes or 1 Ib. of tobacco, 
and 1 bottle wine or spirits allowed, each man. 

REPATRIATION: World wide connections are available from Busan via 
Seoul or Tokyo. 

AIRPORT: Airport is at Kim Hey about 28 km. from Busan. Japan-bound 
plane takes off every 3rd day. 

HOLIDAYS: 1st-3rd January; 1st March; 10th March; 5th April; 6th June; 
17th July; 15th August; 3rd October; 9th October; 1st October; 
24th December; Buddhist Birthday 8th April (by the Lunar Calender), 
Choo Sug (Thanksgiving Day), 15th August (by Lunar Calender). 
POLICE/AMBULANCE/FIRE: Police, 22-0863/2497; Ambulance, 
Busan Quarantine Station, 44-0119/0619. 

TELEPHONES: “Port Telephone Service” operates for purpose of 
serving communication on board-shore. 

SERVICES: Adjustment of compass available. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Crew required to carry valid identification 
cards at all times. 

DELAYS: Port congestion is experienced occasionally. 
DEVELOPMENTS: An additional 3 berth container handling facility to 
be built. 6 container cranes will be available. 

AUTHORITY: Pusan District Maritime and Port Authority, 1116-1 
Jwadchun-dong, Dong-ku, Pusan, Republic of Korea. Tel: (051) 65- 
0933. Telex: K53377 Bdmpa. 


CHINHAI (Jinhae): 35.07 N. 128.42 E. 


SHIPMASTER’S REPORT: 1977. 


LOCATION: Lat. 35° 09’ N., Long. 128° 40’ E. (Town); Lat. 35° 07' N., 
Long. 128° 42’ E. (Pier). 
DOCUMENTS: 

8 Cargo Manifests. 

8 Crew Lists. 

4 Stores Lists. 

3 Lists of Crew's Personal Effects. Tobacco/Spirits. 

1 Vaccination List. 

1 Health Declaration. 

2 Currency Lists. 

All documents are Standard Form. Although currency lists are required, 
there are no restrictions on importing or exporting either Korean or other 
currencies. 

PILOTAGE: Pilotage not compulsory but recommended. Pilots are 
ordered through Agents and board vessel about 10 cables West of 
Kadok Do Island. VHF not available. No pilotage during night hours. 
Pilot boat is a wooden launch exhibiting International pilotage signals. 
ANCHORAGE: Recommended 7 cables in Northwesterly direction off 
Tongdu Mal Lt. Ho. (Kadok Do.). Depth 25 m. Good anchorage in sand 
and mud. Quarantine anchorage is located about 1 mile N.N.W. from 
Chori Som Island. 

HEALTH: Radio Pratique not available. Pratique granted after 
inspection. 

RADIO: Busan Radio, call-sign “HLP”. 

TUGS: Required for mooring and unmooring. 2 tugs available of 600 h.p. 
and 1,000 h.p. 

BERTHING: Chinhai is a principal naval base. Vessels drawing up to 
17 ft. can be accommodated alongside inner harbour. 

A buoyed channel with a depth of 36 ft. MHW leads from East of 
Madang So, to the only berth available for deep-sea vessels about 
1.5 miles N.E. The berth, about 660 ft. in length, belongs to the Chinhai 
olen Co. and can accommodate vessels with a maximum draft of 


Depth-sounding alongside showed at least 43 ft. 3 in. at HW. (officially 
34 ft.). Distance from HW level to deck of pier 2.10 m. Bottom thick mud, 
and density 1025. 

Vessels not exceeding 34 ft. salt water draft berth 2 hours prior HW., 
and discharging commences immediately. 

The berth is equipped with 1 grab only, and with conveyor-belt to 
nearby factory. The berth is used for discharging phosphate and potash, 
and very few general cargoes are handled. Discharge rate for phosphate 
is a maximum of 8,000 tons per 24 hours, with average of 6,200 tons. 

Also see “Masan" — Bulk cargo facilities. 

STEVEDORES: Work is continuous throughout 24 hours including 
Sundays, and without meal breaks. 

MEDICAL: Attention available. 

FRESH WATER: Available ex-barge from Masan, minimum 200 tons at 
U.S.$3.00 per ton. 
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FUEL: Available ex-barge from Masan. 

CONSULS: Nearest at Busan. geR 
REPAIRS: Minor repairs only. pert 
GANGWAY/DECK WATCHMEN: Available and recommendes 
REPATRIATION: Possible from Busan. 

CUSTOMS ALLOWANCES: No restrictions. Stores remain UN $60 


SHIPMASTER’S REPORT: February 1979. 


PILOTAGE: Pilotage for the Port of Chinhae is compulsory, Pigg HPC 
available during daytime. ; 
Pilots board in position Lat. 35° 02’ N., Long. 128° 47555 400 
waiting for a Pilot should anchor in the recommended anchorage 
North-east of the recommended track 306°/126° and extending 
about 1 mile West to about 2 miles S.E. of Yon Do Island. 
PROHIBITED ANCHORAGE AREA: A “Prohibited Anchorage jy 400 
situated between the existing prohibited area (approx. by CRA 
35° 00’ N., 128° 45’ E.) and the Western shore of the Kadok Tog gil 
The Northern limit of the “prohibited anchorage” area : , se! 
line running from position Lat. 35° 01.4’ N., Long. 128° 47.2’ E ings wed 
direction to the Western shore of Kadok To Island. dre 
The Southern limit consists of a line running from Lat. 34° 58'\ He 
128° 47.3’ E. in a 061° direction to the Southernmost point of Kagy _ int 
Island. TAN 
According to the naval authorities, anchoring within the » Sm 
mentioned area is prohibited because of existing submarine catis 
BUOYS: The red conical Buoy “No. 14” in position Lat. 35° 45 tw 
Long. 128° 42.1’ E. is reported non-existent. 
The red conical lightbuoy in position bearing 135° and 8.5 cables) yay 
the above mentioned Buoy No. 14 is also reported non-existent aut 
The black conical lightbuoy Gp. FI(2) 6 sec. in position Lat. 35° % 
Long. 128° 42.8’ E. is to be moved 4 cables in a 043° direction ™ 
AUTHORITY: Masan District Marine Bureau. 


DAESAN: 37.02 N. 126.21 E. 


PORT LIMITS: Harbour Limits: 
1. Lat. 37° 00’ 30” N., Long. 126° 24’ 56” E. 
Lat. 37° 01' 18” N., Long. 126° 25' 27” E. 
Lat. 37° 02’ 55” N., Long. 126° 24' 48” E. 
Lat. 37° 03' 02” N., Long. 126° 22’ 53” E. 
Lat. 37° 01' 42” N., Long. 126° 18’ 42” E. 
Lat. 37° 00’ 27” N., Long. 126° 16’ 04” E. 
Lat. 36° 58’ 33” N., Long. 126° 18’ 24” E. 
Lat. 36° 58’ 15” N., Long. 126° 20’ 14” E. 
. Lat. 36° 58’ 03” N., Long. 126° 20’ 00" E. 
Also see Chart. 
DOCUMENTS: 
2 copies Stores List. 
2 copies Provisions Stores List. 
2 copies Personnel Effects List. 
2 copies Crew List. 
2 copies Ports of Call List. 
1 copy Clearance from last Port. 
2 copies Arms and Ammunitions List. 
2 copies Narcotics List. 
1 copy P & | Certificate. 
1 copy International Tonnage Certificate. 
PILOTAGE: Compulsory for any ocean-going vessel. Pilot state 
located at Lat. 36° 52’ 00” N., Long. 126° 08’ 00” E. Vessels calif 
Daesan must cable the exact ETA at the pilot station to ship's ¥ 
VHF channel for calling Agent and Pilot is Channel 15. 
ANCHORAGES: 
Anchorage 
Quarantine 
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Radius 
800 m. 


Position Max. Size 
37° 00’ 30" N. 
126° 17' 29" E. 
Al 37° 01' 03" N. 
126° 19’ 00" E. 
A2 37° 02’ 04" N. 
126° 24’ 05” E. 
A3 37° 01' 18" N. 
126° 25’ 00" E. 
RESTRICTIONS: Depths not less than 30 m. at Chart Datum. 
Berthing/Unberthing Times: 
Month Berth/Unberthing 
April-September Berthing 
Unberthing 


900m. 100,000 d.w.t. 


475 m. 20,000 d.w.t. 


200 m. 1,000 d.w.t. 
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Time 

0600 — 20000 his. 
0700 — 2100 hrs 

Berthing 0700 — 2000 hrs 
Unberthing 0700 — 2100 hs 
MAX. SIZE: 300,000 d.w.t. at SPM and 30,000 d.w.t. at Produc # & 
HEALTH: x 
1. Before proceeding to SPM, vessel must anchor at the Qua 4 


October/March 


2 vyxz2 Ft 


Station near Anchorage “A1” to obtain Free Pratique. 5 

2. Master is required to complete Health Declaration when Ry 

boards the vessel on arrival. Fi u 

3. Free Pratique is automatic when coming from another Korea’? 

4. Quarantine inspection takes place during daylight. ‘ 

ADIO: There is no radio station. ft 

VHF: Daesan Port Control on Channel 16 one hour prior to arr m 
TUGS: 4 tugs available (23,600 h.p., 1x 2,000 h.p. and 2% 1,80 


a, 


¥ 
w? (Gas Oil) 


doe Ladder: Not avai 
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“Purge: Not available. 


My Co.Ltd. 


in Capaci 
yoety pacity 


minimum maximum 


Depth 


Length 


(m.) 
280.0 
140.0 
140.0 


20,000 11.0 (9.7) 215.0 
300,000 32.0 


ra 
, oading/ 
Loading Arm Discharging 
No. Diameter Rate 
{in.) (cu.m./hr.) 

Liquid 1 6 400 
Vapour 1 3 
Liquid 1 6 500 

2.1018 3,000 

1] 6 450 

1 6 350 

1 6 450 
Liquid 1 6 400 
Vapour 1 3 

1 6 500 
Liquid 1 6 450 
Vapour 1 4 
Liquid 1 6 400 
Vapour 1 3 

1 10 660 
Liquid 1 6 450 
Vapour 1 4 
Liquid 1 6 400 
Vapour 1 3 
Liquid 1 10 450 
Vapour 1 8 

1 6 500 
Liquid 1 6 400 
Vapour 1 3 


lable. 


Liquid 
Vapour 


Liquid 
Vapour 
Liquid 
Vapour 
Liquid 
Vapour 
Liquid 
Vapour 
Liquid 
Vapour 


r: Not available. 
“te Telephone: Available (phone card). 


(HDO): 


Liquid 
Vapour 
Liquid 
Vapour 


(d.w.t.) 
gextyA 10,000 100,000 
8 1,000 10,000 
c 500 10,000 
+ 1,000 100,000 
e*) "600 ~—*10,000 
1 500 3,000 
ey 400 5,000 
3 400 
4 1,000 
gsm 
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tat oh od od ot ot 
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cand F FACILITIES: None. 
ES: None. 
QOL: itis necessary for Agents to receive 24 hours advance notice 
medical attention. 

ais and dental facilities are available. 
salations and vaccinations can be carried out. 
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wERS: 
ysung General Chemicals Co.Ltd. (S 


‘de Telephone: Available (phone card). 
i Petrochemical Co. Ltd. (HPC): 


96 
96 


Remarks 


Petrochemicals 
Petrochemicals 
Petrochemicals 
Petrochemicals 
Petrochemicals 
Petroproducts 
Petroproducts 
New Extension 
(Low Water) 


Crude Oil 


Shore Line 
Diameter Distance 


(in.) 


S8a@ 
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Daas 


(m.) 
1,750 


2,000 
1,520 


1,650 
1,720 
1,560 
1,720 


2,000 
1,660 


1,510 


1,390 
1,760 


1,510 
1,600 


2,000 
1,720 


(Purge: Available 2 lines (1,000 cu.m./hr., 4,000 cu.m./hr.) with variable 
rections of hose at Jetties A, B and C. 


all 
4,000-5,000 


all 
4,000-5,000 


all 
400-500 


KOREA, Republic of 


, Loading/ 
Loading Arm Discharging Shore Line 
Cargo No. Diameter Rate Diameter Distance 
(in.) (cu.m/hr.) — (in.) (m.) 
HDO-4 Jetty: 
DF-1/HSD/TN 1 6 6 
PK/PN/RN 1 12 750 10 
LSD fev 12 1,000 16 
HSBC &. nAl2 8 
AR 1 12 16 
JP-4 1 12 12 


* Shore Ladder: Not available. 
* Public Telephone: Available (phone card). 
* Naphtha Product Quantity: 15,000 bbls. daily, 450,000 bbls. monthly. 

Also see “Shipmaster’s Reports”. 
DENSITY: 1025. 
FRESH WATER: Available by water barge only, but expensive. 
FUEL: Available by bunker barge from Inchon. 
FIRE PRECAUTIONS: No particular precautions. 
CONSULS: None. 
REPAIRS: No repair facilities. 
DRY DOCKS: No dry docks. 
SURVEYORS: SGS and Caleb Brett. Classification surveyors can be 
arranged from Inchon or Busan. 
GANGWAY/DECK WATCHMEN: Not available. 
CUSTOMS ALLOWANCES: Tobacco 1 carton. Spirits 1 bottle. 
REPATRIATION: Crew changes and repatriation can be arranged. 
AIRPORT: Kimpo International Airport (200 km., 4 hours by car). 
TIME: Korean Standard Time is GMT plus 9 hours. There are no 
alterations during the year. 
HOLIDAYS: 1st and 2nd January; 1st March; Sth April; 5th May; 6th 
June; 17th July; 15th August; 3rd October; 9th October; 25th December; 
1st January (lunar calendar); 8th April (lunar calendar); 15th August 
(lunar calendar). 
POLICE/AMBULANCE/FIRE: Seosan Police Station Tel: (0455) 
6660118. Ambulance Tel: 119. Fire Station Tel: (0455) 650119. 
EMERGENCY CO-ORDINATION CENTRE: No centre available. 
TELEPHONES: Can be arranged via Agent (portable telephone). 
SERVICES: All services available. Early notice before arrival should be 

iven. 

BANKS: Choheung Bank, 149 Daesan-ri Daesan-eub. Tel: (0455) 
653682, 653683. Fax: (0455) 655708. 

Sinhan Bank, 129-5 Daesan-ri, Daesan-eub. Tel: (0455) 655600. 
Fax: (0455) 640452. 
SHIP SUPPLY SERVICE: Hanmi Supply Trading Co., 123-47 Dokgot-ri, 
Daesan-eub, Seosan-gun, Chungnam-do. Tel: (0455) 681-6770. 
Fax: (0455) 681-5034. Telex: K45560 Hanmi. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARD: Crew required to carry valid identification 
cards at all times. 
REGULATIONS: No particular regulations. 
DELAYS: VLCC: Berthing is done during daylight and on ebb tide. 
Unberthing is done at any time, except dense fog (vis. 0) 
Product Carriers: Berthing is done on slack tide. Unberthing is done at 
any time, except dense fog. 
DEVELOPMENTS: HDO (Hyundai Oil Refinery Co.Ltd.) SPM: Max. 
pan ga A has been upgraded from 250,000 d.w.t. to 300,000 d.w.t. since 

une 1994 

HDO Product Jetty: New jetty under construction (2 berths). One berth 
for 100,000 d.w.t. and one berth for 30,000 d.w.t. (See “Plan’”). Expected 
date of completion June 1996. 


SHIPMASTER’S REPORT: October 1988 (Updated 1994). 
Note: First vessel to call at Daesan S.B.M. 

Pilot station for VLCCs proceeding to the SBM is located in the outer 
harbour of Daesan (Lat. 36° 51’ 40” N., Long. 126° 08’ 24” E.) in vicinity 
of 2 nautical miles South of Shin-do, where the Harbour Pilot boards to 
lead the vessel to Quarantine Station which is in the vicinity of 1 mile 
South of Kainso Lighthouse. Location of SBM is Lat. 37°01’ 46” N 
Long. 126° 20’ 50” E. 

The vessel arrived at the pilot boarding area on October 13th and due 
to strong wind and rough sea the Pilot was unable to board. The anchor 
was dropped 4 nautical miles S.W. of Entrance Buoy No. 1 in a depth 
of 37 m., with good holding ground. 

The Pilot boarded the next morning and the ship entered the buoyed 
channel approaching the SBM. The Pilot disembarked from the ship and 
the anchor was dropped at the same position as on arrival. 

The Pilot boarded the ship the next morning and commenced 
approaching the SBM. When the vessel passed Buoy No. 1 a large 
number of fishing boats sailed from the shore and headed towards the 
vessel and within a short time stopped in front of the vessel very close 
to the bow. The vessel’s engine was now on full astern in order to have 
her dead in the water. One man was on lookout forward as we were not 
able to see the fishing boats close to the bow from the bridge. The Pilot 
advised me that an attempt to sail through the protesting fleet of fishing 
boats would have caused a serious and dangerous situation. Luckily 
they obstructed the vessel where the buoyed channel was wide and 
deep enough to turn around by her own power so again the vessel 
turned around, dropped off the Pilot and anchored 4 nautical miles S.W. 
of Buoy No. 1 

October 16th was a Sunday and the Agent informed me that no 
berthing was possible on holidays and Sundays (1994: Berthing now 
possible on Sundays and holidays). He also informed the Agent to make 
sure the fairway was clear prior to lifting anchor and shifting to the SBM. 

The Pilot boarded the vessel again on the morning of 17th October 
after receiving confirmation from the Agent that the fairway was clear. 
The vessel commenced shifting to the SBM and, this morning the buoyed 
fairway was Clear. 
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En route to the SBM the vessel passed in the middle of the channel 
from Entrance Buoy No. 1 to the SBM. Navigational aids, lighted buoys, 
are located both sides of the channel. 

After passing Kainso Lighthouse on the starboard side, the SBM can 
be seen 2 nautical miles ahead of the vessel. 

Berthing at the SBM will take place from one to two hours before low 
water and approaching the buoy only from the West in a North Easterly 
direction. Distance from pilot boarding area to the SBM is 15 nautical 
miles. 

As the SBM at Daesan is new, the Pilots had no experience in berthing 
in this area and no experience in SBM berthing. 

The berthing, assisted by 2 large tugs, took longer than usual for SBM 
berthing, but without any difficulties. 

There is only one mooring hawser from the SBM and the chafing 
chain was too short to reach the chain bow stopper so bollard strops 
and bow shackles were used as an alternative to secure the chafing 
chain. Two additional mooring ropes from the ship were connected to 
the SBM as one mooring hawser ws not considered to be safe due to 
a very strong current. | was told that a second mooring hawser and 
longer chafing chains will be fitted to the SBM in future. During mooring 
the Pilot was on the bridge and the Loading Master forward, to inform 
the Pilot and supervise the mooring (1994: SBM buoy has been replaced 
witha eae one in June 1990 and all mooring equipment fitted according 
to OCIMF recommendations). 

Connecting of 2 x 16 in. floating hoses was carried out by shore 
workers. The hoses were connected to the ship’s manifold by Camlock 
quick release system. 

Whilst moored to the SBM one tug was on stand-by aft with a tug’'s 
line connected to the vessel. | believe the tug is necessary so as to keep 
the vessel clear of the SBM during the change of tide. 

Maximum discharge rate was 6,000 tonnes p.h., but will later be 
increased to 8,000 tonnes p.h. Upon completion of discharge, the shore 
hoses were flushed with sea water for 30 minutes (1994: No need to 
flush with sea water, except after discharging waxy crude oil or just 
before dismantling cargo hoses). 

The vessel unberthed without using tugs. The vessel commenced 
outward passage and the Pilot disembarked between Buoy No. 1 and 
Buoy No. 3. 

At present there is no possibility for supply of food, fresh water, spare 
parts, etc. at this port (1994: Supply of provisions and spares is possible). 

The SBM is operated by Hyundai Oil Co. Ltd., Daesan Refinery. 

General information on the crude terminal (SBM). 

The diameter of SBM is 12 m. 

Maximum size of crude carrier is 300,000 d.w.t. 

Minimum size of crude carrier is 30,000 d.w.t. 

Depth (MLLW) is 30 m. 

Bottom nature: Clay, sand with boulders. 

Korean Charts HO No. 306, 307 and 353 cover the area from Buoy 
No. 1 to the SBM. 

Information required by Daesan port prior arrival: ETA message to be 
sent at least 72 hours prior to arrival via Agent. 

Quarantine Doctors boarded the vessel on completion of mooring and 
after inspection of the vessel, and gave Port Clearance for Customs and 
Immigration. 

From the SBM to shore, to the Refinery, takes about 40 minutes by 
service boat. There is no housing in this part of the country apart from 
the Refinery and its related offices. 

During normal conditions this new oil terminal is considered to be 
easy to approach and the weather is usually clear and fine. 

As this was the first ship calling at this new port every operation took 
longer than usual, but | believe this is quite normal. The mooring, 
discharging and unmooring went on without any difficulties and with 
excellent co-operation between ship and shore. 


SHIPMASTER’S REPORT: April 1989 (Updated 1994). 

Location: Daesan is about 20 miles due South of Inchon pilot boarding 
area. 

SBM: Position: Lat. 37° 1.8’ N. Long. 126° 20.8’ E. Light: Fl. (3) Y7 sec. 
Horn 30 sec. 

Vessel: 155,000 d.w.t. 

Documents: 

2 copies Crew Effects List. 

2 copies Bonded Stores List. 

2 copies Stores List. 

8 copies Crew List. 

1 copy Maritime Declaration of Health. 

1 copy Vaccination List. 

2 copies Narcotics List. 

2 copies Arms and Ammunition List. 

Pilotage: Pilot boards VLCCs proceeding to the SBM 2 miles South of 
Sin Do or in position Lat. 36° 51.4’ N., Long. 126° 8.24’ E. 
Restrictions: There are no restrictions. Depths not less than 30 m. at 
chart datum. 

VHF: Pilot calls at Channels 16 or 15, working on Channel 12. 
Berthing: Pilot boards about 2 hours before slack water at Uno Do in 
order to be at the SBM just after the tide has turned. 

Vessel secures to buoy (SBM) with the aid of 2 tugs, one on each 
bow, using tugs lines. Vessel picks up mooring and secures to SBM 
with its chain on vessel's AKD Stopper. 

When vessel is fast, one tug using tug’s line makes fast aft and 
remains there until sailing time. 

Cargo Operations: Hoses: 2 x 16 in. on port side. 

Discharging Rate: Max. rate 50,000 bbis/hr. 

Repatriation: No difficulties encountered. Seoul Airport is 4.5 hours by 
car. 

General: Chart: B.A. Chart No. 1270. 

Accommodation: Required for Mooring/Loading Master, Agent and 
Customs. If possible a rest room should be provided for up to 6 mooring 
personnel. 
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SHIPMASTER’S REPORT: March 1990 (Updated 1994). 
Position: 37° 01.5’ N., 126° 24.5’ E. 

Location: 30 miles South of Inchon. g mil 
Berth: Product Berth. am | 

The port is under the jurisdiction of the port of Kunsan pudy 
some 60 miles further South. apou 

Daesan is a newly developed industrial area, with am Oh the ¢ 
oil refinery. The refinery is operated by Hyundai Oil Com ty cour 
import (crude oil only) to the refinery is served by a SBM, ys, 8% 
accommodate the largest ships. About 30 ships call at the Sey 
year, and the oil imports total about 40 million barrels per 
exports from the refinery are shipped through the jetty facilitie; 
depths near the buoy and in the approaches are not less thay 

Export of oil products is from a large jetty with 3 berths ym N 
accommodate ships with a maximum length of 200 m. The jay Spet 
steel construction on steel pylons with concrete dolphins. The cy nave 
in a 110°— 290° direction. A large catwalk connects the jetty with ay sat 
wide causeway. Each of the dolphins is fitted with 2 hyde, % 
operated steel quick release hooks and rope handling Capstang | Th 
wires are not permitted for mooring, due to the large tidal rang, S 
makes their handling almost impossible. All lines are handled 
lines and messengers. The least depth alongside is said to be) 1 

During the approach and mooring, the vessel is assisted by 2 fe 
tugs of the typical Japanese design. Both are identical 4,200 bhs, an 
fitted with dual Schottel propulsion. Tugs lines are used from the bt 
with the 10 in. braided nylon ropes stowed onto the fore deck we 

During the time the vessel is alongside, one of the tugs wil» 
alongside to cope with eventualities, caused by the large tidal rang 
strong tide of up to 4 knots. 

The two dolphins on either side of the centre of each berth an: 
with 2 heavy wood lined fender boards, which extend from the» 
tops to a few metres below water level. 

Mooring is done with a fairly regular layout of 2 head/stem: 

2 breast lines and 2 springs each end. 

Vessels will dock heading into the tide, which means starbox 
to on ebb and portside to on flood tide. Offi 
Berthing and unberthing is done during daylight only. Berth 

fitted with an approach control system with large digital m 
indicating separate values for bow and stern. The system howe ana 
this occasion was not used. No explanation was given whether! 
operational or not. The larger ships use Berth No. 4. The maxim pag 
handled so far is 35,000 d.w.t. aft 

Each berth is fitted with 2x12 in. Chicksans. One is used fa} 
product and ballast, the other for clean products. No confirmations jap 
be obtained that shore lines were fitted with non-return valves ¢ pe; 
could adversely affect clean product ships discharging ballast. 

Products available are: Fuel Oils A, B and C, Gasoil, Ker fon 
Unleaded, Premium and Regular Motor Gasolines, Naphtha, 8 gb 
(TN), DF 1, JP4 and Jet A1. Loading rates are said to be 1,200m A 
maximum. sho 

Heavy Fuel Oils and fresh water are also available from the je vila 
information is available as to the grades of Heavy Fuel Oil and thet Gur 
quality or price of fresh water. 0 

Dirty ballast reception facility of 60,000 cu.m. All cargo ballas! the 
be discharged to shore facility. Maximum back pressure allo Kor 
1.5 bar. Rates should be around 400 cu.m./hr., but only 225 cur 
was achieved. Segregated ballast may be discharged to per =e 
permission is granted by Loading Master. A document preparedbji P 
is to be signed, stating the amount of ballast water or slops te! aff 
actually pumped ashore. Ret 

There is no easy means of access to the shore. Use of ship's gat wi 
is not recommended, due to the large tidal range and a shore gat &m 
is not available. In way of the centre manifold, however, there is# sai 
stairway leading to the water level, which is used by all shore 0% eon 
and personnel. We did not object to this situation, also becait 0p 
permission is granted for shore leave. Even jetty access is dent pro 
the police (1994: No restrictions on shore leave or jetty access) %9é 

The port lies in the Southern part of the delta where also thes! & 
Inchon is situated. 

The port as such is not indicated on the chart, but crude indica 
the existence of a jetty is given on B.A. Chart No. 1270, Approae! pg 
Inchon. Te 

Initial approach is made using B.A. Chart No. 1258, Kyongnyo®! 
to Taechong Gundo. By 

Both B.A. Charts, although not part of the standard chart ind | 
absolutely required for a safe access to the port, and had to be Si Gs 
from the Japanese Admiralty Agent. l 

The approach channel is fairly wide and well marked with '®@ Og 
green light buoys of medium size. The paint is of the fluoresce! 
which makes the buoys stand out even in the slight haze wt” 
encountered. The lights on the buoys are not very strong and on)* 
on very late after sunset (1994: Lights on buoys are usual)’ 
maintained). Especially the channel entrance when lining up fort 
on a course of 039° must be given ample attention, as the tide ® Pr 
and out in a direction roughly parallel to the track, with maximu™’ 
of about 5 knots. ; 

Anchorage was obtained about 1 mile West of Kain So in 2 
35 m. Vessel was brought up while heading into tidal stream os 
3 knots using 6 lengths of cable. Generally it can be said that s# 
swing on their chains in a counter-clockwise direction with the 
of the tide. We experienced sudden quick veers halfway throw 
tides, but there was never any stress on the cable. The pilots Co 
the tidal streams in this part of the channel never exceed 4 kno's 
is confirmed by the information on B.A. Chart No. 1270. ; 

Tides and currents all refer to Inchon (Standard Port). G ’ 
and LW differences are +00.10 from Inchon. Off the jetty the tid? ; 
follows the direction of the channel with rates up to 3.5 knots, od 
seem to be unpredictable sudden sets across. 

Directions: B.A. Chart No. 1258, Kyongnyolbi Yolto to Té# 
Gundo; and Korean Chart No. 306, An Do to Inchon Hang. 
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from the South, shape course to pass about 

west of ak Lt. (Racon Z), and about 3 miles East of Kadae 
-” acon X). Thence proceed to pass between the red and green 
” nar the entrance of the channel just South of Sin Do, and 

smiles South of An Do Lt. Once past the buoys steer 039° through 
or of the channel until passing Buoys No. 5 and No. 6, when 
J id be altered to 053°, proceeding up to a position between 
go N07 and Kain So Lt., where the recommended anchorage is 


‘oachi 


A tidal stream runs roughly parallel to the channel, only minor 
genents to ship's heading are necessary to allow for set. 
the anchorage steer 058° to pass between the SBM and Buoy 
9. Thence continue on 070° and steer for the green Buoy No. 13. 
“4 should be reduced to about 3 knots. By this time tugs should 
peen engaged and ready for assisting. Thence alter course to 
Soard and steer around Buoy No. 12 until vessel is on a S.E.'ly 
and proceed slowly through the channel until off the jetty. 
ss channel has a least depth of 10.4m., and is also used for 
by smaller vessels awaiting berth. 
%e two tugs will then assist in easing the vessel gently alongside. 
ne pilot vessel, which is a regular work boat, is fitted with VHF but 
| wange is very small. Pilot communicates with tugs and pilot boat with 
| ated VHF radio. All communications were by telex via agents. The 
eral is also equipped with VHF. Call local Agent on Channel 15. 
yeuments required: 
5 Crew Lists. 
3 Stores Lists. 
3Crew Personal Effects Lists. 
{Narcotics List. 
‘Ports of Call List for last 90 days. 
{Arms and Ammunition List. 
{ Vaccination List. 
{ Passenger List. 
‘Maritime Declaration of Health (Korean Form). 
ise! will be attended by Agents, Customs, Police and Quarantine 
‘%es. All documents may be prepared on plain ships stationery. 
kents will try to help translate queries by other officers, who did not 
gx or understand English. All Seamen's Books will be checked 
Crew List, and even minor differences in spelling are noticed 
gb be corrected, although differences between Seamen's Book and 
‘sport entries are accepted. There is a minor sanitary inspection 
ej out by the Quarantine Officer, who specifically wants to inspect 
@able rooms. He will then make out a Korean version of the familiar 
mese Sanitary Certificate, where all quantities of the entries must 
peorded. They are however not checked. Customs Officer will seal 
stonded store, and will check the ship’s narcotics. A Korean Health 
im was presented and made out without any problem, and 
sequently Free Pratique was granted as per special form. 
‘gents claim that Daesan is an “open port’, and consequently no 
ive leave can be granted (1994: Shore leave granted). The nearest 
ie seems to be 40 minutes drive away and the larger cities of 
isan and Seoul, 2.5 hours and 4.5 hours drive respectively. 
hiy very limited quantities of vegetables and fruits are available from 
kcal or nearby markets. Only cash payment is accepted, either 
(an Won or U.S. Dollars (U.S.$ 1.0 = 810 Won (1994)). Quality of 
msions was found to be excellent but prices rather high, because 
t market caters mainly for seasonal crops. 
Poblems: One of the major problems is that communication is very 
Scull. Only the agents had a minor working knowledge of English. 


megency (1994: Some personnel can speak English). For reasons of 

#y, we kept a seaman on standby at the shore manifold to assist in 

eying messages, and if need be to close the Chicksan valve during 

fg up. Suppliers personnel were very reluctant to sign letters of 

mest, mainly because nobody wants to accept any responsibility, and 

lang to try to translate most of the wording before all were signed 
pt. 


PORT: October 1991. 

®nal: Samsung Terminal. 

Mion: Lat. 37° 00’ 15" N., Long. 126° 20’ 40” E. 
Stations: Shindo Pilot Staton (not compulsory): 
4. 36° 51’ 40" N., Long. 126° 08’ 24” E. 

“S80 Pilot Station (same as Quarantine Station): 
4. 37° 00’ N., Long. 126° 18’ E. 

*4ais of Samsung Jetty: 


Length LOA Depth Deadweight 
(m.) (m.) (m.) tonnes 
A 120 350 18.0 10,000 — 200,000 
; 83 180 12.0 1,000 — 10,000 
s 180 12.0 500—-— 10, 
00 000 
Loadin 
Product Jetty tale one weet 
in. t.p.h. 
ehtha/gas oil A ply i oo 
gem 
Papier’ Cc 1x 6 450 Piggy back 
Beta ne BIC 1x8 450 vapour return 
yee B/C 2x 8 400 arm 
Berg A/B/C 2x 8 40 
a Cc 2x 8 450 
Prolyss B 2x 8 350 
gasoline/ B 1x 8 450 
we 
tions c 1x 8 660 
WKB ING arm 
A/B/C 3x 8 500 


*eading arm unless otherwise stated. 
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SHIPMASTER'’S REPORT: April 1992. 
Documents: 

Clearance from last port of call. 

6 copies Crew List. 

3 copies Personal Effects List. 

3 copies Stores List. 

1 copy Narcotics List. 

1 copy Passenger List. 

1 copy No Arms and Ammunition List. 
Note: Agent requires a new Crew List and Personal Effects List before 
departure, if new crew members have joined the vessel, stating names 
and personal effects of new crew members. 
Pilotage: Pilot does not board for anchoring. Pilot boards for berthing 
and unberthing only. Pilot boards at the anchorage, after Free Pratique 
is granted. Pilot arrives with tug. Pilot launch also available. 
Approaches: The approach channel to Daesan is narrow, however it is 
well marked by buoys and lights. We navigated in the approach channel 
during darkness only. Good radar identification from buoys, small islands 
(rocks) and adjacent coastline. Racons are present (refer to charts). 
There is plenty water in the buoyed channel (over 30 m.). 
Anchorage: Agent advised vessel by telex to anchor in position 
Lat. 37°01'N., Long. 126° 20'E. (approx. 1 mile West of SBM 
andi mile of Samsung Terminal), in good holding ground. 
Health: Radio Free Pratique is not granted, if vessel not in possession 
of Korean Sanitary Certificate. 

Quarantine Officer and Agent board at the anchorage. No difficulties 
with documentation. No checks or inspections were made. 
Berthing: Samsung Terminal (Alpha): Depth 18.0 m. 

Two powerful tugs assisted (tug’s lines). Approach control system, 
indicating separate values for bow and stern, operative. 
Moorings: First 2 lines are springs by heaving lines. 

Only one mooring boat available. It starts forward and afterwards 
moves aft to complete mooring. 
Total lines: 3 lines, 3 breast lines and 2 springs at each end. Attention 
to be paid to position of ship's gangway due to change in height of tide. 
Discharging (Naphtha): Chicksan arms, 16 in. connections (hydraulic 
clamps). Permitted back-pressure 9 bar. Max. rate 6,000 cu.m./hr. 
Length and diameter shoreline: 1.5 km. x 30 in. Labour available on 
jetty. Communication by means of ship’s handy-talky. 
Disconnecting and Unberthing: Disconnecting after discharge is possible 
on the falling tide, due to ship's freeboard. 

Unberthing after sunset is possible, and took place approximately 
1.5 hours before low water at Inchon, with assistance of 2 tugs. 

Pilot disembarks off the jetty, when tugs are dismissed. 
Shore Leave: Only if arranged via Agent. There is no transport organised 
by the Terminal and walking is prohibited. 
General: Customs and Immigration: Board after vessel is alongside. 
Clearing is simple. Certificates were not checked. Bonded store was 
sealed by Customs. 
Charts: B.A. Charts No. 1270, 913 and 1258. 
Garbage Disposal: Not available. 
Waste Oil Disposal: Cargo tank slops can be discharged by mixing with 
cargo. No other facilities available. 
Seaman's Clubs: None. 
Currency: Korean Won. U.S.$ 1.00 = 810 Won (August 1994). 


AUTHORITY: Hyundai Oil Refinery Co.Ltd., 640-6, Daejook-ri, Daesan- 
eub, Seosan-gun, Chungchongnam-do, Korea. Postal address: Seosan- 
Kun Sanjeon, P.O.Box 10, Chungchongnam-do, Korea. Tel: (0455) 
60-5114. FAX: (0455) 60-5118. Contact: Captain B.W. Won, Manager — 
Marine Affairs. 


DAIPORI (Daepo): 38.10 N. 128.36 E. 


Vessels bound for Daipori to load iron ore must first call at Mukho for 
quarantine and customs clearance. 

Pilotage from Mukho to Daipori, distance of 50 miles, is not 
compulsory, but recommended. 


INCHON: 37.28 N. 126.37 E. 


DOCUMENTS: 
Arrival: 

8 Crew Lists. 

4 Cargo Manifests. 

4 Stores Lists (Bond and shop). 

4 Crew Customs Declaration. 

4 Narcotics List. 

4 Arms and Ammunitions List. 

4 Ports of Cail Lists (last 90 days). 

1 Vaccination List. 

2 Money Lists. 

4 Passenger Lists (Marked “Nil’). 

Derat Certificate or exemption. 
All the above lists are typed on ship's plain paper. 
Coasting on Korean Coast: At each port after the first, one requires the 
same papers but only 2 copies of each, with the exception of the Crew 
List, of which 5 copies are required. 

Vessels with hazardous cargo must complete application to carry 
hazardous cargo and an application for anchorage of hazardous cargo 
vessel. 


(See Plan) 
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PILOTAGE: There are 2 Pilot stations for entering Inchon (Tel: 883 8111/4): 
Ando: At the Ando Light 38 miles off Inchon, position Lat. 37° 03.9’ N., 
Long. 126° 16.5’ E. (good weather) and Lat. 37°06.95'N., Long. 
126° 19.6’ E. (bad weather) located in entrance to channel approaching 
Inchon from the Yeilow Sea. 48 hours advance notice to Agent required 
for vessels requesting to meet Pilot at Ando, customary boarding point 
for deep-draft vessels. 

Palmido: Pilotage from Palmido to Inchon or Inchon to Palmido is 
compulsory. This pilot station is at Palmido Island and Light, 8 miles off 
Inchon, position Lat. 37° 21' N., Long. 126° 31’ E. 

ANCHORAGE: Anchorage is divided into 5 large areas according to 
cargoes of the vessels. 

A 1 —5 (Logs, pulp) 

B 1 — 6 (Ships waiting for entry to the inner harbour) 

B 7 — 10 (Oil tankers and ships unloading scrap. Coal) 

C 1-8 (Small tankers, LPG ships) 

D 1 —3 (Logs) 

E 1 — 5 (Ships waiting for entry to the inner harbour) 
RESTRICTIONS: A peculiarity of Inchon Port is the wide tidal range, 
i.e. max. 30 ft. difference between the low and high tides. Because of 
the extreme tidal range in Inchon Harbour and the strong tidal currents 
which result, the importance of maintaining strict surveillance of the 
vessel's mooring lines is emphasised. In this regard, the ship's officers 
and crew must be diligent in the performance of their duties. All vessels 
to discharge or load commercial cargoes should invariably obtain prior 
permission for berthing/anchoring from the Inchon District Maritime and 
Port Authority at least 24 hours before arrival, then proceed to a 
nominated anchorage in the stream under direction of a compulsory Pilot. 
Lock Particulars: 

For 50,000 d.w.t. For 10,000 d.w.t. 


Vessels Vessels 
Lock Chamber 1 base 1 base 
Total length 381.0 m. 288.25 m. 
Usable length to 
Inner gate 280.0 m. 183.00 m. 
Outer gate 310.0 m. 208.00 m. 
Width 36.0 m. 22.50 m. 
Height 18.5 m. 18.50 m. 
from sill from sill 
Height 19.0 m. 19.00 m. 
from bottom from bottom 
Number of gates 3 sets 3 sets 
Length of gates 38.0 m. 24.50 m. 
Width of gates 8.3m. 6.40 m. 
Height of gate 18.5 m. 18.50 m. 
Weight per gate 1,050 tons 590 tons 


Time required for 
opening-closing 5 minutes 3 minutes 
MAX. SIZE: Max. size 50,000 d.w.t. Max. LOA 302 m. Max. draft 13.0 m. 
Also see “Berthing” and “Tankers”. 
HEALTH: The Quarantine Anchorage is located outside the harbour in 
position Lat. 37° 22’ 37” N., Long. 126° 32’ 06” E. A vessel which sailed 
from an “Affected Zone” and not passed 10 days thereafter is compelled 
to receive 24 hours quarantine before entering the discharging 
anchorage. Quarantine is available only for the period from sunrise to sunset. 
RADIO: Inchon Radio. 


Frequency 
Call Sign Calling Working 

6 MF3 MF 500 kHz MF 512 kHz 

or 520 kHz 
Inchon Harbour VHF Channel 16 VHF Channel 12 
Control Channel 14 
Channel 20 
Channel 22 


TUGS: There are 17 tugs (1,000 h.p. — 3,200 h.p.). 2 — 3 tugs are 
required for each vessel. 
All tugs are operated by private companies. 


CRANES: 4 gantry cranes (35 ton class), 4 transtainers (30 ton class), 
3 floating cranes (20 ton— 100 ton class), 101 land-based cranes (10 ton 
— 100 ton class). 


BULK CARGO FACILITIES: No. 7 Pier is exclusively used for grain 
(Rate 800 t.p.h.) by 2 silo operators. Handling capacity is 4 million tons 
per year and storage capacity is 326,000 tons. 

Taihan Bulk Terminal: Accommodates 250,000 d.w.t. vessels at 
dolphins. 2x700t.p.h. pneumatic suction elevators at each berth. 
Storage capacity 138,000 tonnes. 


BERTHING: 
Total 
Pier Berth Length Depth Capacity Remarks 
No. No. (m.) (m.) (d.w.t.) 
1 11-13 964 8.0 4,500 Dry Cargo 
14-17 Le) 2,000 Dry Cargo 
2 21-22 1,442 12.0 20,000 Dry/ 
23 12.0 30,000 Bulk Cargo 
3 24-28 1,250 9.5 8,000 Bulk Cargo 
31-34 9.5 8,000 Steel and 
35-36 11.0 10,000 Heavy Cargo 
37 12.0 20,000 
4 41 1,160 12.0 10,000 Container 
42 14.0 30,000 Terminal 
43 14.5 50,000 and Bulk 
44 14.5 30,000 
45 14.5 50,000 
5 51-52 604 14.0 50,000 Dry/Bulk 
Cargo 
6 Under Development 
7 71-72 604 14.5 50,000 Grain 
73-74 14.5 50,000 Terminal 
8 81-83 13.0 50,000 Scrap/Bulk 
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SPECIALISED CARGO HANDLING FACILITIES: No. 4 Py 
Nos. 41-43 — (3 berths) — 625m.; Berth No. 44 ~ 2) 
Berth No. 45 — 310m.) is used exclusively for containers), 
note yards which are capable of storing 15,457 TEU. Pox 
available. 


STEVEDORES: There are 16 stevedoring companies with 105) 
and 17 cranes. Annual cargo handling capacity is 11,625,000, 2 


MEDICAL: Launch is provided in emergency call to evacuate 5, 
Modernised hospital is available. 


TANKERS: There are six private companies handling oil, |» 3 
liquids. Maximum quantity of LPG loaded in a single Opers, 
1,500 tons. 


Kyung In Energy Co. Terminal: 4 
Designed for 50,000 d.w.t. over 50 ft. depth at LW. The marine». 
is situated at Lat. 37° 30’ 12” N., Long. 126° 36’ 19” E. The fag, 
dolphin fendering system is on a bearing of approximately My 5 
The vessel will be berthed alongside the main and secondary. 
dolphins with the vessel's hull against the fenders, which are anjp 6 
part of the dolphins. All the dolphins are equipped with electric cs, 
and quick-release mooring hooks. A navigation light and 
located on the Southern Exterior Mooring Dolphin (Exterior 
Dolphin No. 1). A navigation light is also located on Exterior \e 
Dolphin No. 2 on the N. side of the terminal facilities. When a yes 
the 50,000 d.w.t. class is moored to the terminal, the bow an, 
lines will perform the function of the breast lines. Therefore, the» 
lines must be led out through the chocks on board which will » 
sufficient leads ahead and astern to restrict the movement of the» 
along the face of the dolphins. In this regard, due consideratic, 
be given to the rise and fall of the tide. 


Loading Arms: There are 3 “Continental-Emsco” loading arms » 
on the loading platform. The one to the extreme North and the» 
one of the three are for the discharge of crude oil. Both are fit: 12 
16 in. swivel connections having 150 pound flanges. The loadiy 
to the extreme South is for the loading of naphtha and is fitted» Hon 
12 in. 150 pound flange. The loading arms are designed for a w acct 
pressure of 100 p.s.i. facil 
During the connecting and disconnecting of the loading arms; ds¢ 
vessel, the loading arms will be manipulated and positioned by; 8u0 
personnel. During the period of time when the loading ary Unk 
connected to the vessel's manifold, they will be in the “float” py caf 
and will be self-adjusting. e 


General Information: FRE 
Under no circumstances should any member of the ships; 
activate or operate the controls for the loading arms. Authoriseds og) 
personnel will perform this function. On 
The “Continental-Emsco” loading arms will tolerate only a mn 

amount of transverse movement by the vessel in either direcly 
other words, the movement of the vessel along the face of the oo ga) 
is restricted. For this reason, it is mandatory that the vessel bel 
position, and that the mooring lines be properly tended. Itt 
responsibility of the vessel to maintain sufficient deck crew on@ oy. 
properly tend the mooring lines, and to ensure that the vessel mai ang 
proper position relative to the loading arms. RES 


Discharging Crude Oil: AIR 

The distance from the loading platform to the tanks is approx HOI 
2.2 km. (1.4 miles). A 30 in. block valve is situated near the lt 28) 
where the trestle joins the island causeway. Block valves a) 
installed in the pipeline system near the inlet to each of the ow 
storage tanks. 

There are three crude oil storage tanks on Yul Do Island. Ead (Th 
a capacity of 200,000 barrels. The tanks are 48 ft. in height we For 
overflow at 46 ft. There are no check valves in the crude oil pf 
system. Thus, the vessel must take precautions against back-filit 
to head pressure on the system. w 

It may be necessary to discontinue the discharge of crude olf 
changing from one tank to another ashore. The vessel will bef 2 
adequate notice for the stoppage of the ship's cargo pumps. e 


Ballast: ity 

It is unlawful to discharge dirty or oily ballast water into the Wat i 
Inchon Harbour. Severe penalties may be invoked against the # Dg 
by the Republic of Korea in the event of pollution of harbour walt Gg 

The centre loading arm provides a dual function. It is US 19, 
discharging ballast from the vessel as well as for the discharge 0% DE 
The ballast flows through a 12 in. pipeline to the ballast storage ™ ap 
Yul Do Island. This tank has a capacity of 30,000 barrels, and is dep 
about 1.1 km. (0.68 miles) from the loading platform. 


Loading Naphtha: NO 
Naphtha is stored in two mainland storage tanks each of whe Ker 
a capacity of 125,000 barrels. Three pumps provide the flow for se 
naphtha. Each pump has a capacity of 1,600 g.p.m. The pumps 
independent circuits. Thus, the loading rate of the naphtha @ 
governed by the number of pumps used. od 
The pipeline from the pumps to the loading platform is 18" é or 
reduced to 12 in. on the loading platform. A block valve is a 
18 in. pipeline near the point where the island causeway joins thet ue 
Another block valve is provided in the 12 in. pipeline on the Ph 
platform. Dol 
The pumps which are used for ting I naphtha can be store! r 
the Marine Terminal Loading Platform, but they must be stat a 
the mainland. Under normal conditions the vessel's deck officer” ( 
should give the terminal personnel 10 minutes notice prior to reas en 
that the loading rate be reduced, and the same notification pr “a 
completion of loading. As previously stated, the pumps can b@™ 
from the loading platform in case of an emergency. _ 
The approximate distance from the mainland naphtha storage’ oy 
to the loading platform is 5.4 km. (3.35 miles). 
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Pe operly licensed deck officer is to be on duty at all times while 
| yessel s moored to the terminal. A sufficient number of crew 
, rs are to be on duty at all times to properly tend the 
lines and ensure that the position of the vessel is 
agintained alongside of the dolphins. 

. except in the case of an emergency, the deck officer on duty shall 
sve the terminal personnel at least 10 minutes notice prior to 
ing the loading/discharge rate, and at least 10 minutes 
sotice prior to the completion of loading or discharging. 

+ Under no circumstances is the vessel's main propulsion engine 

“19 be disabled, or are any repairs to be undertaken while the 
yessel is Moored to the marine terminal. 
the vessel's fire-fighting equipment is to be kept ready for 

* mediate use. A sufficient number of hoses shall be led out 
foward and aft to provide full deck coverage. 

_ ights must be provided by the vessel to illuminate the water area 

“9 the vicinity of the bow, stern and off-shore side. 

Smoking will be permitted in such Interior spaces as may be 

designated by the vessel's Master. However, smoking will not be 

permitted on any open deck areas. 

+ The loading of ship's stores and water will not be permitted during 
ine time the vessel is moored to the marine terminal. 

i Tank cleaning and ‘Butterworthing” will not be permitted while 
| ” he vessel is moored to the terminal. 

: Ullage hole screens are to be used at all times while ballasting 
and deballasting are in progress. 

* Galley ranges, unless electric, are not to be used while the vessel 
is loading naphtha. 

: Except for the period of time actually required for passengers to 
embark or disembark from a launch, no boats, launches, barges 
or vessels will be permitted to moor alongside a vessel which is 
berthed at the marine terminal. 

@ Safety practices which are common to marine terminals on a 
world-wide basis will apply. 

wan Buoys: Lat. 37°29'00"N., Long. 126°36'03"E., draft 

plable 30 ft., at East side of A-3 Anchorage. This berth is the private 

ey of the Honam Oil Refinery Co. (joint company with Caltex) for 

@age of their own petroleum products. Consisting of 4 mooring 

igs and sub-marine pipelines. 

w Oil Terminal: 42 ft. depth alongside. Berthing/unberthing in 

gre slack water only. 

wsee “Daesan” and “Shipmaster’s Report” dated August 1992. 

SITY: Varies between 1022 and 1024. 

SH WATER: Can be supplied by lighter, max. quantity 500 tons. 

fl: Available by barge only. 

(MSULS: None locally. Many Consuls and Embassies in Seoul, 

innutes by train from Inchon. 

AIRS: Deck and engine repairs possible by Inchon Shipbuilding 
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impany. 
WGWAY/DECK WATCHMEN: Ship security guard service is 
igpled by 2 companies. 
RNING/CLOSING HATCHES: Normally carried out by stevedores. 
MSTOMS ALLOWANCES: One carton cigarettes or 1 Ib. of tobacco, 
m1 bottle wine allowed, each man. 
®PATRIATION: Facilities for crew changes or repatriation. 
§PORT: Regular flights worldwide from new international airport. 
MUDAYS: January 1st (New Year's Day); February 20th (Folklore 
5 frst day of first lunar month); March 1st (Independence Movement 
April Sth (Arbor Day); May 5th (Children’s Day); Buddha's Birthday 
® day of fourth lunar month); June 6th (Memorial Day); July 17th 
wsttution Day); August 15th (Liberation Day); September 
“eksgiving Day, 15th day of eighth lunar month); October 1st (Armed 
‘mes Day); October 3rd (National Foundation Day); October 9th 
‘wan Alphabet Day); December 25th (Christmas Day). 
‘NCE/FIRE/AMBULANCE: Police (883) 0011, Fire (882) 4069, 
Swance (73) 9000 (Inchon City Hospital). 
REPHONES: Portable communication facility is available. 
WRE LEAVE: Launch service provided by 3 private companies. 
BE CATION CARDS: Crew required to carry valid identification 
all times. 

SOMMODATION LADDER: Essential for Port Officials on entry. Also 
"ker berth no access allowed through plant. Rig on port side. 

YS: Can be caused by bad weather. 
RERAL: Tide condition is critical, swift currents (high tide: 9m. to 
hee attention is required. 

LOPMENTS: Coal Terminal to be built in the outer harbour to 
cet vessels up to 100,000 d.w.t. Length of berth 240 m., 

m. 


oe Issued by The Inchon Maritime Police Station, Republic of 
THE GUIDANCE FOR MARINE POLLUTION PREVENTION. 

"elcome to Inchon Port. 

‘Way, as an improvement has been remarkably made in the field of 
ne and marine transport traffic, there has been sudden increase 
Ne traffic, creating additional exposure to accidental spills. 

y, Oil and other harmful waste from ships and off-shore facilities 

Ng discharged into the ocean. Their effects are cumulative, the 
thee up year by year until it has reached a serious source of 


mo See, oceans are a cradle of life and weather, a global store 

Nation, being conscious of the need to preserve the human 

*8mng nt in general and the marine environment in particular, 

teen} '0 achieve the complete elimination of the pollutants from the 

°r the protection of human health and property, has enacted the 

ty ~cpaeled Pollution control law, stringently controlling the discharge 
waste from a ship or an off-shore facility. 


Water and energy and wealth of nutritive and mineral resources. 


KOREA, Republic of 


| urge that you take to heart the following note of this guide that most 
of harmful pollution of shipboard origin is controllable. 

This is your challenge; your success will be a victory for all of us. 
Marine Pollution Prevention: Most spills from shipboard occur in port 
and at oil terminals during routine operations, such as cargo operations, 
bunkering, tank cleaning, bilge pumping and other operational functions, 
due to deliberate, negligent or accidental release of oil and harmful 
substances. 

Prevention of Bilge Discharge: Prevent the mis-operation of valve by 
colour coding the related pipeline and post the bilge pipe arrangement 
in an easily seen place. 

Make sure that all the unnecessary bilge pipeline valves are closed. 

Use shore waste oil reception facilities when disposing of bilge water. 
Prevention of Waste Pollution: Dumping of waste in the vicinity of the 
harbour area is prohibited. 

Dispose of all waste material (trash, sewerage, impure water, etc.) to 
the stipulated area, according to the marine pollution control law. 
Prevention Oil Spill Accidents during the Bunkering Operation: While 
bunkering, you must keep constant communication between the vessel 
and the oil barge, by means of radio or hand signals as appropriate, 
and also keep constant communication between the engine room and 
oil manifold, by means of ship's telephones. 

Close all scuppers completely before starting bunker supply 
operations, to prevent oil spilling when the oil overflows at deck. 

Put containers near air ventilators and pipe coupling flanges to receive 
leaking oil. 

Take soundings at regular intervals. 

Communicate to the supply side when the tank is close to a full 

condition in order not to let in air excessively. 
Obligation of Report and Clean-up Response: |n case of oil and waste 
material discharge or spill into the sea, immediately take emergency 
measures to prevent spreading of the discharged oil, to stop oil 
discharge and to remove the effluent. Report details of the incident 
without delay to the nearest Maritime Police as follows: 

The date and place of oil spill accident. 

The name of ship and off-shore facility. 

The quantity and type of oil. 

The situation of oil dispersion. 

Penal Provisions: Any person who falls under any of the following 
categories shall be liable to Penal Servitude not exceeding 5 years or 
a fine not exceeding 50 million Won: 

Spilling or discharging oil or waste from ship. 

Not taking clean-up action when large amount of oil and waste spill 
does occur. 

Refusing, impeding or evading orders and corrective measures, such 
as stopping the operation of, searching or detaining ships prescribed by 
the concerned authorities. 

Fail to install the marine pollution prevention equipment or to operate 
in the normal condition. 


Issued by Director General of Inchon Maritime and Port Authority. 
PORT INFORMATION. 

To: M/V ...... 

Dear Captain, 

Very glad to see and welcome you and your crew members to the port 

of Inchon, Republic of Korea. 

1. Please keep in your mind always attached ‘Port Regulation” which 
should be observed by National Law for preventing water pollution 
and protecting port facilities while your vessel is docked or/and at 
anchorage at Inchon port. 

2. You might sometimes have sudden strong gusts without notice to 
weather condition at this port. Please have enough manning for duty 
watches while you stay here for preventing accidents on the ship. 

3. While you stay dockside, please call 885-0313 Port Operations 
Division, if you have any requisitions and inconvenience. 

4. When you wish to call outside, please pick up the ship's port 
telephone and dial telephone number (dial code 9 first and then 
telephone number). 

5. If you want to call the ship from the city, please dial 400-7114 (port 
telephone) and ask operator for your ship. Please dial code 032 first 
when you are outside of Inchon. 

6. When you need assistance and in case of emergency, please call 
your Agent or 885-0313 (Port Operations Division). 


Issued by Director General of Inchon District Maritime and Port Authority. 
IMPORTANT NOTICES. 

We welcome your ship and your crew to our port. 

The Republic of Korea is a participant of the International Convention 
for the Prevention of Pollution from Ships, 1973, as modified by the 
Protocol of 1978 relating thereto MARPOL ‘73/78 and your ship, while 
in this port, requires inspection by officials Ret authorised by the 
Government of Korea, who are called Port State Control. 

Port of Inchon within lock gate is a special area entirely closed by a 
lock gate due to the high tidal difference of sea and water within lock 
gate and has no self-clarifying capacity. 

So your ship and your crew are strongly requested to observe the 
pemne' in our port, to protect our port environment from pollution 
caused by large number of ships using our port and to provide you with 
a pleasant place. 

1. Oil, oil-mixed liquid substances, sewage and garbage from ships 
should be cleared by the authorised agency. Please do not discharge 
these substances within the harbour limits. 

2. When oil, oily mixture or noxious liquid substances are discharged, 
please take required emergency procedures immediately and inform 
Port Authority of the incident without hesitation. 

3. Do not refuse, interrupt or evade the directions and/or orders relating 
to pollution control by the Port Authority. 

Any violation of the above requirements is prohibited and stern 
sanctions will be given to the violators under the provisions of the Korean 
laws concerned. 

Penalties can be an imprisonment of a maximum 5 years or a fine of 
20,000,000 Won, as per ship/person. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, & 


SHIPMASTER’S REPORT: October 1986. 

Pilot is quoted as being at Ando, as in Charterer’s telexes, the actual 
pilot station is Chang-An-So, approximately 2.5 hours steaming to 
Inchon Anchorage. Pilot not compulsory, but unless vessel is a local 
trader, strongly recommend use of Pilot. Outside there is no draft 
problem, shallow patches to be avoided are well marked on charts. 

Vessel anchored off Inchon Main Lock at 1930 hrs. on 10th October. 
Shortly after which 2 Berthing Pilots boarded. 4 tugs made fast, each 
bow and each quarter. There are strong currents. Lining-up for lock 
entrance not easy. Due to language it was not possible for Master to 
communicate with tugs. Max. draft for Inchon Lock, 12.5 m. at high tides 
and 12.2 m. at neap tides. Cleared lock and moved into container berth. 
Vessel berthed safely with no damage to or against vessel. All fast 
2318 hrs. on 10th October. 

Charterer's Agent attended vessel on arrival with Port Health for 
Pratique. At approximately O900 hrs. next morning Customs, 
Immigration and other officials boarded and vessel was properly cleared. 
Inspection of ship followed. Accommodation spaces all found clear. 
Insects were found in holds in corn cargo so at 1100 hrs. was informed 
all but essential crew would be taken off for a day at 1400 hrs. for vessel 
to be fumigated. | remained on board with 2nd Officer, 3rd Engineer and 
3 seamen. | requested to know what gas was being used and that some 
safety equipment be left on board. As only cargo space involved 
Charterers informed me, but not in writing, that they would bear all 
expenses. 

Crew returned on board at 1400 hrs. on 12th October. Vesse! still 
under fumigation. Crew then opened hatches. The actual fumigation was 
carried out in an efficient manner, but if something had gone wrong 
company would be responsible. 

Discharge commenced 1905 hrs. on 12th October. Work is around 
the clock. But if a container ship comes in, the gantries are moved to 
her. Discharging also stops when it rains. There are 4 container gantries. 
All have grab facility, | noticed 40 tonne SWL on grabs. 

The berth is well fendered, with adequate mooring bollards. Fresh 
water is supplied by barge. Medical facility appears to be good. Shore 
passes are issued and must be taken ashore. The guards at the dock 
gates are very strict. The dock system is large. No taxi or private car 
allowed in. This assists vessel to keep unauthorised people off ship. 

Container berth also seems to discharge timber carriers and grain. 
The stevedore permanently on board, co-operated well with Chief 
Officer. Port Health came on board to renew Derat, no difficulties 
encountered. 


SHIPMASTER’S REPORT: November 1989. 


Vessel: 
LOA 159 m. 
Beam 22.85 m. 
Type Santa Fe 77. 
GAIT: 12,376 tons. 
N.R.T. 8,369 tons. 
D.W.T. 20,949 tonnes. 
Cargo 15,730 tonnes of tapioca pellets in bulk. 


Max. arrival draft 31 ft. 00 in. 

Approaches: Pilot boarded about 1 mile off Changnanso Lighthouse in 
fair weather. No difficulties found when approaching, but much attention 
must be given to fishing boats and their fishing nets. 

Both channels (inbound) East and (outbound) West, are well marked 
as on BA. Charts No. 1258 and 1270. 

Inbound: Steaming about 3 hours from Changnanso Lighthouse (Pilot 
position) to Inchon anchorage with one Pilot only. Another Pilot used 
from the anchorage to lock and berthing. 

Outbound: Only one Pilot used for unberthing, lockage and steaming in 
channel. Pilots are very good, co-operative and experienced. 
Anchorage: The holding ground of Inchon anchorage is very good, even 
with strong currents. Waiting time at anchorage depends on berth 
congestion and fumigation. Port Authorities boarded at anchorage 
(Quarantine) for clearing the vessel. Accommodation and cargo 
inspection by quarantine officers. Cargo found without insects so no 
fumigation carried out. Very strict inspection of provisions, store rooms 
and galley. They are looking for cockroaches and rat excrement. 

Boat service from anchorage to port is available but rates are very 
high. 

Port: Outer Harbour: For tankers and dry cargo vessels with up-to-date 
loading/unloading facilities. 

Inner Tidal Basin: For dry cargo vessels up to 50,000 d.w.t. and 
approximately 11 m. — 12 m. draft. All berths are well fendered. 

Special attention must be given to standard port regulations in the 
tidal basin area as authorities are very strict on violators. 

No chipping or painting permitted to the vessel's outer hull. 

Tugs: 2 — 4 tugs used for berthing, unberthing and locking, depending 
on wind/weather, d.w.t. and draft of the vessel. 

Lock: Special attention shall be given to the Safe Lockage Regulation 
and Inchon District Maritime and Port Authority Law No. 14, which is 
presented on arrival by the local Agents. 

Actual tests to vessel's engines, steering gear, telegraphs, whistle, 
etc. must be carried out by the vessel prior to entering the lock. 

All movable projections over vessel's side must be moved inboard 
and movable fenders are to be ready for use if necessary. Lock is well 
fendered. 

For entering the lock, 3 tugs are used. 

For safe lockage, trim and list (port/starboard) must be adjusted to 
proper conditions or as required by the authorities. 

East side of the lock (tidal basin entrance) is under construction and 
large works are being carried out. 

When entering the lock for mooring, use only polypropylene ropes (no 
wires) as they are easier for handling. Vessels are moored at the centre 
of the lock chamber. 

Stevedores: Work round the clock and mostly use ship's gear. Bulk 
cargoes are discharged very quickly, rates from 2,000 tons — 3,000 tons 
per day, depending on number of gangs. 


1204 


Fresh Water: Available by barge only, due to general repairs 


of piping system at the port. Cost is about U.S.$5.00 per ton MAS 

Shore Passes: Crew members shall always carry their Pag 
Seaman's Book and landing pass when going on shore leay, por 
Port Authorities are very strict, and in cases where landing, giv 
are lost, heavy fines are imposed and have to be paid. , Anch 
Density: Inner harbour tidal basin 1023. Layti 
Repatriation: Repatriation possible without difficulty. Ine, 4 No 
connections are via Seoul which is 1.5 hours by car from Inch tend 
poc 


SHIPMASTER’S REPORT: August 1992. 1 
Kyung In Energy Co. Terminal: 3¢ 
Restrictions: Berth designed for 50,000 d.w.t. vessels, but ny 3¢ 
regularly by 100,000 d.w.t. vessels, which makes mooring ka 3° 
for vessels of our size. Breast lines were extremely short. ni 
Vessels berth in daylight only on the first of the ebb, butcan, 3° 
time, usually planned for last of flood. 5 
Present draft restriction in river is 12.0 m. a 
Pilotage: Vessels pick-up pilot at Chang So, enter using & 
Channel, and depart using Western Channel. a 
Sh 


AUTHORITY: Inchon District Maritime and Port Authority, 1-4), pILO 
dang 7-ga, Jung-gu, Inchon, Republic of Korea. Tel: (032) am ETA 
Telex: K23380 Idmapa. Contact: Kyu Jin Whang, Director Gen: 1 


KUNSAN (including Changhang): 35.55 N. 12645108 


The Port of Kunsan is situated on the Southern mouth of the Ku 
which flows into the Yellow Sea, and North Changhang. 
DOCUMENTS: 

6 copies Report (Entry/Departure). 

6 copies Crew List. 

6 copies Passenger List. 

2 copies Crew Personal Effects List. 

3 copies Passenger Luggage List. 

2 copies Store List. 

9 copies Manifest (Dis./Loading) only. 
NOTICES: All vessels bound for Korean ports should give anf 
the local Agents 27 hours prior arrival. This is essential to ena 
ean to notify the Port Authorities and arrange Pilot if necessw 
RESTRICTIONS: Vessels should enter during daylight hours on) 
small Korean fishing and cargo boats in this area display dim Per 
lights or none at all at night. Pilot is not compulsory but all vessels’ 
at this port recommended employ a Pilot in view of the haw 
channel and tidal difficulties. Controlling depth 8 ft. at Ba 
clearance of 2 ft. required. Dol 
PILOTAGE: The pilot station is situated at the Southern side Ml 
Do (Hiyo To) Island the correct position of which is at Lat. 35% 
Long. 126° 27' E. CRI 

The boarding point near Piun Do is about 14 miles from Kunse #¢ 
to be ordered at least 24 hours in advance. Pilots cannot board! 
weather. Due to constantly changing bottom conditions, vesse® 
not attempt to enter without Pilot. 20 
ANCHORAGE: Outer anchorage about 5.5 miles West of Ku ™" 
vessels drawing up to 28 ft. u 

Inner anchorage off Kunsan suitable for vessels of 21 ft. drat a 
MAX. SIZE: Draft 18 ft. to 27 ft. dependent on height of tide. $9 
RADIO: Kunsan Radio, call sign HLN operating on 500 and 4é) 
TUGS: 5 tugs with respective capacity of 300 h.p. (1) 150 np. BR 
80 h.p. (2) are available. 1 floating crane with capacity of 30 tons? st 
and managed by the Korea Dredging Corp. is available. ten 
BERTHING: The port is controlled by Kunsan District Marine® Avg 
and all vessels come under jurisdiction of Kunsan Custom Hout 
anchorages in stream inner harbour can accommodate 1 or 2'¢ 
less than 1,000 gross tons, and outer anchorage (Yubudo Anct 
accommodates 1 ocean-going vessel drawing about 28 ft. Tht 
pontoon piers (3 for Kunsan and 2 for Changhang) each of wie We 
accommodate an ocean-going vessel with maximum draft of 27 
STEVEDORES: There is 1 stevedoring company with 14 #7 
barges, 3 steel barges and 3 tug boats. Discharging capacities: 
records per day of 24 hours: coal 1,500 tons; grain and whea TAI 
tons; fertilizer 1,300 — 1,400 tons; cement 1,000 — 1,100 tons; Me 
500,000 B/F. Daytime only. AR 
MEDICAL: Crew members should be in possession of health cet 
showing vaccinations for typhoid. In case health certificate has & 
the person(s) will be vaccinated/inoculated by a quarantine oot Re 
CURFEW: In Korea the curfew is still effective from midnight to on 
every day. su 
HOLIDAYS: Public Holidays — New Year (January 1-3); Indepet rs 
Movement Day (March 1); Labour Day (March 10); Arbor Day # 
Memorial Day (June 6); Constitution Day (July 17); Liberal 
(August 15); Nation's Foundation Day (October 3); National Af u 
Day (October 9); United Nations Day (October 24); Christm® cy 
(December 25). (Can be worked if requested.) CA 

Local Holidays. Work cannot be carried out on Lunar New ves? RE 
and the Moon Festival, about 15th August. 
SHORE LEAVE: Crew shore passes will be issued by Port Im pr 
Office. 
DEVELOPMENTS: Major developments underway. j ny 
AUTHORITY: Kunsan District Maritime and Port Authority. 1" "S 
3 4131/4. Telex: K66666 Gsdmpa. 


mS see =E 
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| ygiN: 95.11 N. 128.35 E. 


: Port Boundary: 35° 09’ North. 
sed Sid A vessel is considered as “arrived” when in the Quarantine 


we Mubject to Charter Party). Generally commences at 0800 hrs. 
re of Readiness tendered p.m. day before and 1300 hrs. if 


| ered am. day of arrival. 


— of Crew Lists (inward and outward). 

of Personal Effects. 

of Stores List. 

of Bonded Stores Lists. 

of Passenger Lists. 

of Narcotics Lists. 

of Arms and Ammunition Lists. 

es of Manifests (entry clearance only, excluding manifest for 

sosignee, stevedore, checker's firm and other related firms) 
seopies of Bill of Lading. 
spies of Entry Report (only entry clearance). 
30s Certificates and Seaman's Books or Passports. 
goTAGE: Kaduk Pilot Station: Lat. 35°02' N., Long. 128° 47’ E. 
s4required 24 hours prior to arrival. (Tel: 2-9225). 
“pilot boats “An Se” and “Be Yun". VHF to be installed in pilot boats. 
whe present time contact with Pilot made through Agent or Masan 
ou Control on VHF. Vessels to display usual pilot signals. 
case of bad weather vessels wait for Pilot at the pilot station. 
“HORAGE: Mooring capacity at anchorages: A-1, A-2, A-3 Depth 
sm A-4, A-5, A-6 Depth 24 ft.; A-7, A-8 Depth 23 ft. Quarantine Station 


36 ft. 
ERICTIONS: Should take Pilot's guidance as a Korean Navy base 
sated very close to Masan port. 
SIZE: 20,000 d.w.t. LOA 210 m. Max. draft 11.0 m. 
4iLTH: Crew members should be in possession of health certificate 
sng vaccination for typhoid. If the health certificate has expired, the 
san(s) will be vaccinated/inoculated by a Masan National Quarantine 


= 


ier. 

0/0: Seoul Radio. 

VHF at Masan District Maritime and Port Authority (Call “Masan 
sour Control"). 

WAR: None. 

%S: Two tugs, “Chung Ryong” (Government owned) 1,000 h.p. and 
tg Ma" (Private) 2,000 h.p. Generally, ship's lines used and tugs 
sessel at Quarantine Anchorage. 

STHING: 


Max. No. of 
Depth Length Size Berths 
(m.) (m.) 

No. 1 8.0 445 8,000 2 
No. 2 5.0 385 500 2 
feNo. 3 11.0 210 20,000 1 
11.0 210 20,000 1 
te No. 4 11.0 1,050 20,000 5 
Jnphin 7.0 88 5,000 1 
11.0 240 20,000 1 
7.0 100 00' 1 


4 3,000 

DANES: Cranes with capacity 40 — 60 tons expected to be installed 
trang Won Pier. Cargo operation is generally by ship’s own gear. 
MK CARGO FACILITIES: There are two bulk cargo piers (Nos. 1 
3), average discharge rate is 1,500 — 1,800 tons (0800 hrs. — 
“Ohrs.) aday, and sulphur is generally discharged at port of Chinhae, 
fee there is a chemical firm. 
2ngth of pier: 210 m. Depth (low tide) 11 m. and one gantry crane 
oh 4 sia bucket) discharging rate is approximately 5,000 tonnes 
i urs). 
¥ECIAL CARGO HANDLING FACILITIES: None. 

ES: None. 
TVEDORES: Advise stevedores number of hatches, number of 
Becks and capacity, and supply stowage plan on arrival. 
"ge Discharging Rate by Commodities: (0800 — 2100 hrs.). 


Coal 1,500 tonnes 
Grain 1,500 tonnes 
Wire Rods 700 tonnes 


General Cargo 700 tonnes 
hers 600 tonnes 
QICAL: Masan National Quarantine Office is responsible for any 
22s relating to vaccinations. Master should prepare a medical report 
‘or patients visiting Masan hospital. 
ERS: No facilities (Transhipment if any, carried out by lighters). 
WATER: Available at Masan. 
Available by grades. 
hy PRECAUTIONS: One fire boat stands by 24 hours a day at Central 


ULS: None. 

IRS: Available anytime (two companies). 

UVE KS: 3 minor dry docks. 

: ies Ors: Various survey firms located at Masan, but not Lloyd's 


BA 
Ry 


ATches: Generally, first opening and last closing is by ship's crew 
won by stevedores. 
TOY DECK WATCHMAN: Available at Masan. 
“go S ALLOWANCES: Daily consumption quantity only. 
DATROEAR: Using of cargo gear (utilisation) depends on negotiation. 
IATION: Possible. Application for transferring and reason 
Boony gents guarantee letter (for Crew) also required. 
:Kimhae Airport: 70 km. from Masan. Kimpo Airport: 436 km. 
Ltrs Regular services. 
> AMBULANCE/FIRE: Telephone Numbers: 
(Foreign Section) 2-1206; Fire 2-1334; Ambulance 2-1151. 
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HOLIDAYS: New Year's Day (January 1st); New Year's Day (by Lunar 
calendar) (January 1st), Independence Movement Day (March 1st); 
Labour Day (March 10th); Arbor Day (April 5th); Buddha's Birthday 
(Lunar calendar) (April 8th); Children’s Day (May 5th); Memorial Day 
(June 6th); Constitution Day (July 17th); Independence Day (August 
15th); Armed Forces Day (October 1st); National Foundation Day 
(October 3rd); National Alphabet Day (October 9th); Christmas Day 
(December 25th). 

Cargo operations on the above days depend on negotiations. 
TELEPHONE: Not available on board vessels. 
SERVICES: Security guard, garbage disposal, line handling, shoring, 
launch, laundry and provision supply available at Masan. 
SHORE LEAVE: Crew shore pass issued by Immigration and has to be 
extended every 120 hours. 
IDENTIFICATION CARDS: Shore pass available from Immigration. 
DELAYS: There are no delays for berthing or bunkering. 
GENERAL: ETA to authorities concerned no later than 24 hours before 
arrival. 
DEVELOPMENTS: A large container yard to be built. 
AUTHORITY: Masan District Maritime & Port Authority. Te/: (0551) 
31176. Telex: KS3676 Msdmapa. 


MOKPO (Mogpo): 34.46 N. 126.24 E. (See Plan) 


PORT LIMITS: A vessel is an “arrived ship" when within the harbour. 
DOCUMENTS: 

6 copies Report (Entry/Departure). 

10 copies Crew List. 

6 copies Passenger List. 

3 copies Crew Personal Effects List. 

3 copies Passenger Luggage List. 

3 copies Stores List. 

3 copies Arms, Ammunition and Explosives List. 

3 copies Narcotics List. 

9 copies Manifest (Dis./Loading only). 

PILOTAGE: Pilots stationed at Kasado Island, 34° 27’ N. 126° 04’ E. 
30 miles from Mokpo (Tel: 631-78-8473). 24 hours notice to Agent 
required to arrange Pilot. Although not compulsory, vessels strongly 
recommended not to enter without Pilot as there is a 9 m. shoal patch 
at Talipakji (Tallibakchi). Pilot boat is painted white with “Pilot” on both 
sides. 

Pilot also available at Pulmugido (Bull Muu Key Do) Station, 
34° 44' 24” N., 126° 14’ 24" E., Daenorogdo (De No Lock Do) Station, 
35° 07’ 30” N., 126° 00’ 00” E., and Oryongdo (O Long Do) Station, 
34° 18' 18" N., 126° 27’ 12” E. 

One pilot available day and night. 

All vessels bound for Korean ports should give an ETA to the local 
Agents 24 hours prior to arrival. This is essential to enable the Agents 
to notify the Port Authorities and arrange a Pilot if necessary. 
APPROACHES: Vessels should keep clear of 1.3 m. depth (rock) in 
vicinity of Shihado Lighthouse which is marked by a buoy in position 
Lat. 34° 41’ 30” N., Long. 126° 13’ 35” E. 

The “Wooden Wreck 1950” in position Lat. 34° 41’ 58” N., Long. 
126° 14’ E. has rotted away and is no longer a danger to navigation. 

The Entrance Channel is 570 m. wide and has a depth of 25.0 m. 
Strong currents can be expected, especially during spring and ebb tide, 
and can reach max. 8 knots. Turning point to Tallipakchi (Quarantine 
Anchorage) is 200 m. wide and 9.5 m. depth at L.W. 

Also see “Pilotage”. 

ANCHORAGES: Quarantine Anchorage: \In the position Lat. 
34° 45' 10" N., Long. 126° 20' 17” E. in the Outer Harbour, outside 
harbour limits. 

Anchorages: No. 1, 2 and 3 are for bese (No. 1 and 2 for 10,000 d.w.t., 
and No. 3 for 30,000 d.w.t.). No. 4 and 5 for discharging whilst at anchor 
(for 30,000 d.w.t), and No. 6 for discharging and waiting for 10,000 d.w.t. 
Note: There are 6 anchorages in the Inner Harbour for sheltering in bad 
weather. No. 1 to No. 6 are for ocean-going vessels, 10.0 m. — 24.0 m. 
and for 10,000 g.r.t. — 40,000 g.r.t. Pay special attention at Anchorages 
No. 1 to No. 5 to under water cables and at No. 1 to strong currents. 
Pilot will assist in this matter. 

RESTRICTIONS: Overhead Cable: There is an overhead cable at 
Mokpo-Gu in position Lat. 34° 45'18'N., Long. 126° 18' 40" E., 
clearance is 59 m. 

MAX. SIZE: Vessels of 45,000 d.w.t., LOA 230 m. and max. draft 12.0 m. 
can be accommodated in the Inner anchorage. Max. size at berth 
38,000 d.w.t. 

TUGS:1 x 2,000 h.p. tug stationed at Mokpo. 

Vessels of 12,000 d.w.t. — 30,000 d.w.t. are required to use tug of 
3,000 h.p. or more for berthing and unberthing, so an additional tug of 
2,000 h.p. has to be hired from Kunsan (122 miles from Mokpo) at a 
cost of U.S.$ 6,500 for the round trip. 

BERTHING: 
Berth Length Depth (L.W.) Depth (Neaps) Remarks 
No. (m.) (m.) (m.) 


11 168 8.4 9.5 Max. size 30,000 d.w.t. 
Ship’s gear used. 

12 250 10.5 11.5 Max. size 30,000 d.w.t. 
1 level luffing crane for 
coal and logs. 

13 240 10.5 11.5 Max. size 10,000 d.w.t. 
Ship’s gear used. 

14 180 - - Max. size 5,000 d.w.t. 


Ship's gear used. 
Remarks: Usable length at Berth No. 12 is 230 m. and at Berth No. 13 
200 m., as the pneumatic suction conveyor is sited at the berth. The 
discharging rate of level luffing crane is 450t.p.h. (working hours 
0800 hrs. — 2200 hrs.). 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 TAN, & 


RADIO: Mokpo Radio — Call Sign “HLM”. 
M/F: 500, working 512 and 520 kHz. 
SSB: 2183.4, working 1881.4 kHz. 
VHF: Channel 16, work on Channels 12, 14, 20 and 22. 
VHF: Pilots on Channels 12 and 16. Port Control on Channels 16 and 


14. 
STEVEDORES: There are 3 general stevedores and one exclusive 
stevedore (Han Kook Flour Mills Industries Co. Ltd.). 
1. Korea Express Co. Ltd.: 2 payloaders and 12 trucks (10 tons — 
15 tons). 
2. Dong-A Transport Co.: 2 mobile cranes (30 tons — 80 tons) and 
2 payloaders. 
3. Daijin Corp.: 10 mobile cranes (25 tons — 60 tons), 1 payloader, 
2 forklifts, 3 trailers and 10 trucks (15 tons). 
4. Han Kook Flour Mills Industries Co. Ltd.: Handle their own wheat 
in bulk only. 6 steel barges (total capacity 1,500 tons), 1370 h.p. 
tug and 1 silo of 24,800 tons capacity. They also operate a 
pneumatic suction conveyor at Pier No. 13. Ships are unloaded 
into barges by ship's gear at Anchorage No. 5 which is 400 m. 
from the quay. 
Cargo Handling Rates: 


Daily Working Location 
Cargo Discharge Rate Hours (Pier) Receiver 
Coal (anthracite) 6,000 tons 0800 — 2200 12 Dai Han Corp. 
Coal (steam) 6,000 tons 0800 — 2200 12 Koryo Cement 
American Logs 850,000 board ft. 0800 — 1800 12 Various companies. 
13 
New Zealand Logs 2,200 cu.m. 0800 — 1800 12 Various companies. 
13 
Chilean Logs 2,500 cu.m. 0800 — 1800 12 Sammi/Hyosung 
13 
Yellow Maize 1,300 tons 0800 — 1800 11 Samyangsa 
U.S. Wheat 2,100 tons 0800-1800 Anchorage Han Kook 
No. 5 
Butanol/DOP 300 tons 0800 — 2200 11 Lucky Goidstar 
13 (Export) 


Note: Night shift labour not available due to labour shortage. 

Delays can be expected when wheat vessels and yellow maize vessel 
in port at the same time. 
Discharge Rate: Grain and coal 4,000 tons/day, logs 2,000 tons(cu.m.)/ 
day. 
Working Hours (Gang Hour): 0800 hrs. — 1200hrs., 1300hrs. — 
1800 hrs. No work on holidays and at night. 
Cranes: Max. SWL 90 tons crane and various smaller cranes are 
available (owned by stevedoring companies). Level luffing crane is sited 
at the Wharf No. 12 (max. SWL 12.5 tonnes), for discharging coal 
400 t.p.h. 
MEDICAL: Hospital and Dentist available. Crew members should be in 
possession of Health Certificate showing vaccinations for typhoid. In 
case the Health Certificate has expired, the person(s) will be vaccinated/ 
inoculated by a quarantine doctor. 
TANKERS: Facilities for domestic vessels only. 
FRESH WATER: A 50 ton barge can supply 100 tons a day. No pipelines 
on quay. 24 hours notice required. Cost U.S.$ 4.50 per ton. 
FUEL: Duty free bunkers not available in Mokpo. Bunkers are supplied 
from Yosu, with 5 days notice to main Agent in Seoul. 
DRY DOCKS/REPAIRS: Shipyard: || Heung Shipbuilding Co.Ltd. 
(Tel: (631) 442411, 449531. Fax: (631) 449532) has a 1,000 d.w.t. class 
slipway, and Kwang Yang Shipbuilding Co.Ltd. (Tel: (631) 776111-4. 
Fax: (631) 770615) can build 5,000 g.r.t. ships, and has 4,000 g.r.t. class 
slipway, and can repair and build all kinds of ships. 
SURVEYORS: Komsa and Kimsco. 
AIRPORT: Domestic airline service (connected to Kimpo International 
Airport) is available at Mokpo Airport and Kwang-Ju Airport. 
TIME: GMT plus 9 hours (no changes). 
HOLIDAYS: Public Holidays; New Year (January  1st-3rd); 
Independence Movement Day (March 1st); Arbor Day (April 5th); Korea 
Veteran’s Day (June 6th); Constitution Day (July 17th); Liberation Day 
(August 15th); Nation’s Foundation Day (October 3rd); Korea 
Thanksgiving Day (varies — 3 days); Christmas Day (December 25th). 
Work can be arranged on all above holidays. Local Holidays; No work 
can be done on Lunar New Year or on the Moon Festival about August 


15th. 

SHORE LEAVE: Crew shore passes will be issued by Port Immigration 
Office. Shore Passes should be made for 5 days and can be extended. 
GARBAGE DISPOSAL: Collection service is available. Skips are 
provided to the ship by disposal company. Tel: (0631) 42-6742. 
Fax: (0631) 42-4405. Collection time: Every 2 or 3 days if skips are full. 
WASTE OIL DISPOSAL: Collection service is not available as there are 
no shore tanks, barges or tanker trucks. 

SEAMAN'‘S CLUBS: No Seaman's Club available. Facilities available 
in the port: Shops, international telephone service, church services, 
minibus, postage facilities, games, indoor swimming pool, etc. 
SERVICES: Seawoon Shipping Services Inc. (See “Agent’) can arrange 
for crew repatriation, urgent fresh water supply, cranes, crew medicals/ 
ambulance, ship's supply services, renewing Derat Certificate, Banks, 
crew shore leave, Maritime Rescue boat, etc., including urgent Agency 
assistance. 

BANKS: Korea Exchange Bank. Tel: (0631) 72-8301. Fax: (0631) 74- 
3581. 

Seoul Trust Bank. Tel: (0631) 42-4461. Fax: (0631) 42-4464. 

(aap Bank. Tel: (0631) 42-5102. Fax: (0631) 43-6564. 
AUTHORITY: Mokpo District Maritime and Port Authority, 80-7 Samhak- 
Do, Sanjong-Dong, Mokpo City, Chonnam, Korea. (530-350). Te/: (0631) 
42-1301. elex: K 66767 MPOSMPA. FAX: (0631) 43-1307. 
Cables: MPOSMPA Mokpo. Contact: Joo Jae Hwan, Port Director. 
Won-Myung Kim, Harbour Master. Kyu-Sang Choi, Port Manager. 
Captain |.C. Jung, Pilot. 
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MUKHO: 37.33 N. 129.07 E. (Sees 


PORT LIMITS: The port limit is established by lines joining they 
points: 


ee 


38 


A. Lat. 37° 33’ 12” N., Long. 129° 07’ 25” E. pens 
B. Lat. 37° 33’ 12” N.. Long. 129° 08’ 12” E. pres) 
C. Lat. 37° 32’ 00" N., Long. 129° 08’ 23” E. from 
D. Lat. 37° 32’ 00" N., Long. 129° 07’ 02” E. 

DOCUMENTS: ; 
6 Crew Lists. Fuel 
6 Passenger Lists (In case of any passenger aboard). Pr | 
3 Stores Lists. 

3 Personal Effect Lists. cons 
3 Cargo Manifests (In case of any cargo on board). er 
2 Port Itinerary Reports (For the last 6 months). guRV 


PILOTAGE: Compulsory and 3 licensed Pilots are availay 
0500 — 2200 hrs., and usually join ship in position Lat. 37° 32 atc 
Long. 129° 08’ 25” E. 

VHF Radio is available for contacting pilot station (Tel: 2-232 
ANCHORAGE: Outer Harbour offers anchorages for the VeSSe ae GARG 
docking order with a rocky and sandy bottom. ane! 

Vessels lying anchored in this anchorage which is open "02d EPA 
recommended to pay attention to weather conditions. The ent IAPC 
from 9 m. to 26 m. betwe 
RESTRICTIONS: Pilot for entering inner harbour is availaty yout 
0500 hrs. to 2200 hrs. due to close of port. The N 

The max. available depth of inner harbour is 8.5 m. The ma 
range is 0.4m. nde0 
MAX. SIZE: The max. permissible length, breadth and dratt form Day 
inner harbour is as follows: 

Length — 180 m. Breadth — 25 m. Draft — 8.5 m. 

HEALTH: Pratique is automatic. For Pratique it is necessary to 

the following documents: Yellow cards. Derat Certificate andy 
Exemption Certificate. In the event of any suspected disease 

on board it should be reported without delay to Quarantine Statiy Day 
or Agent in Mukho. Ame’ 
RADIO: Shore Radio Stations: Seoul Radio, Kangreung Radio iFestis 
Radio and Mokpo Radio. Lunar 

Mukho harbour Network 6MF2. Labo 
VHF: Call sign “Mukho Radio” Channel 16 for calling station. OOnid 
26 for communication. Budd 
RADAR: None. Moon 
TUGS: 2 tugs of 1,000 h.p. each equipped with their own tows Ons 
available. 

BERTHING: No. 7 Pier. (Exclusively for loading Coal/Graphite i119, 

Berth A: Exclusively for loading Coal/Graphite in bulk. Length (TELE 
Available draft at LW 7.5 m. 2 lines of belt conveyor and 2 
height above HWL. 7 m. Loading rate per hour per loader 300 

Berth B: Exclusively for loading Coal/Graphite in bulk. Length! BEN 
Permissible draft at LW 8 m. 2 lines of belt conveyor and 2 
height above HWL. 7 m. Loading rate per hour per loader 400 
No. 2 Pier: Exclusively utilised for Naval and Coast Guard ships. 

140 m. Depth available 4 m. 

No. 3 Pier: For loading bulk cement, bagged cement and cemendAUTl 
in bulk, and loading/unloading general cargoes. Length 330 m.A 
draft at LW 8.5 m. or 28 ft. 1 line of conveyor and 1 loader (aré 
for loading bulk cement. 2 lines of belt conveyor and 2 loaders for# 
bagged cement. 1 line of belt conveyor and 1 loader for loading 
clinker in bulk. Available height above HWL 8 m. Loading Rat 
cement 400 tonnes/p.h. Bagged cement 1,500 tonnes per @ 


me SE 


loader. Cement clinker 350 tonnes/p.h. PO! 
Loading rate for General Cargo as follows: 

Average discharging rate per hour/gang: POR 
Steel material Various 30 tonnes Sout 
Machinery Case 30 tons 1a 
Grain Bulk 25 tonnes doc 
Gypsum Bulk 25 tonnes PILC 
Coke Bulk 15 tonnes ANC 
Fertiliser Bag 20 tonnes ud 

Average Loading Rate per hour/gang: w 
Iron Ore Bulk 20 tonnes Sep 

No. 4 Pier: For loading bulk cement and loading/unloading # 4 


cargoes. Length 150 m. Permissible draft at LW 7.5 m. 1 line# Sow 
conveyor and 1 loader (air sliding chute) for loading bulk cement. 4 Offic 
above HWL 8 m. Loading Rate: Bulk Cement 400 tonnes’p.h. Lot HEA 
rate of general cargoes same as at No. 3 Pier. Discharging ® Ri 
general cargoes same as at No. 3 Pier. RAL 
Central Pier: For loading/unloading general cargoes. Length TUG 
Permissible depth at LW 6.5 m. No shore facilities. Loading via ie 
general cargoes same as at No. 3 Pier. Pe 
CRANES: Mobile Cranes 1 x20 ton and 1 x30 ton. No 
STEVEDORES: Vessels bound for this port are to radio Agent S* 
Consignee and Harbour Master, at least 24 hours prior to arm? 
on arrival, description/quantity of cargo. 
Average Discharge Rate per gang/hour: 
Steel materials Various Types 30 tons 


Machinery Case 30 tons 2 
Grain Bulk 25 tons 
Ores Bulk 25 tons 
Fertiliser Bag 20 tons 


Average Loading Rate per gang/hour: 
(Only with labourer hands — manually) 


Ores Bulk 20 tons 
Average Loading Rate per gang/hour: 
(By shore loading facilities) 4 
Coal/Graphite Bulk 350 tons 
Cement Bulk 350 tons 
Cement Bag 60 tons 
Cement Clinker Bulk 350 tons 


caRGO FACILITIES: No discharging facilities. Loading facilities 


sett 


4 ral "Several hospitals available. 


ath: No facilities. : 
. Average salinity of water in the port is 1.025. 
WATER: Supply of fresh water available by water barge and 
water works. 
Supply at pier 50 t.p.h. 
Supply by barge 100 tons per day 
pu Most grades of domestic and bonded oil available with 4 days 


v 


© SRECAUTIONS: None. 
LS: None. 
ans: None. 


KS: None. 
HevORS: Classification Surveyors are in Seoul and/or Busan. 
WAY/DECK WATCHMAN: ner's/Master’'s option. 
fS; First Opening/Final Closing by crew and intermediate 
stevedores. 


GEAR: Shore loading facilities, see “Berthing”. No heavy lift 


SORIATION: Possible. 

: No airport locally, however there is an express bus service 
Mukho and Seoul. 

AYS: Official Holidays are as follows: 


swew Year Day 1st January Work cannot be 
arranged 

eendence Movement 

W 1st March Can be arranged 

woral Day 6th June Can be arranged 

ysitution Day 17th July Can be arranged 

wendence Day 15th August Can be arranged 

gl Foundation Day 3rd October Can be arranged 
(Korean Alphabet) 

by 9th October Can be arranged 

wed Forces Day ist October Can be arranged 


igival Days: 


ya Calendar New Year ist January (Lunar) Work not possible 


gu Day 10th March Work possible 
dien's Day 5th May Work possible 
i's Birthday 8th April (Lunar) Work possible 


w Festival Day 15th August (Lunar)Work not possible 
ismas Day 25th December Work possible 
MCE/AMBULANCE/FIRE: Police — 3112. Ambulance — 3900. Fire — 
9.3005. 

REPHONES: None. 

BYICES: None. Should be arranged from Busan/Inchon. 

LEAVE: Possible. 

ENTIFICATION CARDS: Shore passes are issued for every Crew 
ber who wishes to go ashore. 

ULATIONS: No particular regulations. 

BAYS: Normal delays. 

ERAL: None. 

WHORITY: Donghae Maritime & Port Authority. Tel: (0394) 32-3631. 
tee K24336. 


HANG: 36.01 N. 129.24 E. (See Plan) 


"RTLIMITS: The sea within the line joining the position of Yeonam 
ny core Long. 129° 25’ E. to that of Lat. 35° 59’ 50” N., Long. 


NUMENTS: See “Busan”. 
\OIAGE: Compulsory, 4 licensed pilots available. Tel: 2-9221/2. 
ile 18 anchorages with depths 8.0 m. — 23.0 m. Bottom is 
sand. 
“SIZE: See “Berthing”’. 
‘Operator's Report: Posco Mineral Quay: 
* 1979: Vessel of 142,767 d.w.t., with 112,012 tons of cargo on 
"docked at No. 1 B-2 with a draft aft of 49 ft. 6 in. (15.08 m.). The 
ly accepted draft is 14.50 m. 
TH: Quarantine Anchorage: Lat. 36° 03’ 47” N., 129° 26’ 55” E. 
0 Pratique to be requested 36 hours prior to arrival. 
ce vie: Port Control on VHF Channel 16. 
'3 tugs available of 3,000 h.p. The tugs are stationed at the third 


Max. Max. Max. Max. 
No. Draft LOA/Beam_ Airdraft Size Remarks 
(m.) m. (m.) (d.w.t.) 
"1 16. 350/50 15.0 150,000 21,500 t.p.h. 
unloaders 
13 14.5 310/42 15.0 100,000 3x 1,500 t.p.h. 
14 15.0 310/42 15.0 100,000 unloaders 
(outreach 30 m.) 
23 11.2 310/40 13.0 50,000 2x1,000t.p.h. 
24 11.0 200/40 13.0 20,000 unloaders and 
25 10.8 200/40 13.0 10,000 1700 t.p.h. 
unloader (outreach 
23 m.) 
rh me 140/25 10.0 5,000 4x15 ton cranes 
32 9.0 150/25 10.0 5,000 
{ - 9.5 150/25 12.0 10,000 
‘4 10.4 225/35 15.0 30,000 2x30 ton cranes 
2 9.0 195/32 13.0 20,000 1x25 ton crane 


and 135 ton 
crane 


Sows ALLOWANCES: Cigarettes: 1 carton. Wine/Spirit: 2 bottles. 
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Pier Berth Max. Max. Max. Max. 
No. No. Draft LOA/Beam_ Airdraft Size Remarks 
(m.) (m.) (m.) (d.w.t.) 
5 51A 9.6 00/32 13 0, 
51B 9.1 125 ton crane 
52 10.0 170/30 13 10,000 1x25 ton and 
130 ton crane 
53 6.0 150/25 5,000 
54 6.0 150/25 5,000 
6 61 5.0 150/20 2,000 
62 4.0 150/20 2,000 
va 73 9.0 240/25 10,000 
74 11.0 245/35 30,000 
75 11.0 245/35 30,000 
76 10.0 300/35 20,000 
8 81 11.0 250/35 30,000 
82 11.0 250/35 30,000 
83 9.5 200/25 10,000 
84 9.5 224/35 20,000 


85 9.5 224/35 20,000 
CRANES: 12 Shore cranes. (Lifting capacities 3,138 t.p.h.) 
MEDICAL: 2 hospitals available. 
FRESH WATER: Can be supplied alongside the quay or by water barge. 
FUEL: Available locally. For large quantities 48 hours notice required. 

All grades obtainable from oil companies. 
CUSTOMS ALLOWANCES: Tobacco: 400 cigarettes. Wine: 1,500 cc. 
REPATRIATION: All facilities available for crew changes. 
AIRPORT: Kimpo 200 km., Kimhae 150 km. 
HOLIDAYS: New Year's Day — 3rd January, 1st March, 5th April, 5th 
May, Buddha's Birthday, 6th June, 17th July, 15th August, 3rd October, 
9th October, Christmas Day. 
POLICE/AMBULANCE/FIRE: Police 2-3419. Fire 119. Ambulance 2- 
5269. 
SERVICES: Sub-Agents. Ship's laundries, etc. 
SHORE LEAVE: Crew members allowed ashore. 
IDENTIFICATION CARDS: Seaman's Book is sufficient. 
DEVELOPMENTS: Central breakwater under construction. 

Works in progress to increase capacity at first pier to 150,000 d.w.t. 
and draft to 16.5 m. 


SHIPMASTER’S REPORT: June 1980. 

The port is situated in the S.E. part of the country at the head of a 
bay and fully exposed to any weather from between North and East. 
Approaching the port there are very few navigational hazards except 
numerous small fishing craft. The B.A. Chart No. 3666 covering the area 
is out of date and the inset showing Pohang gives insufficient detail. 
| would recommend that with only B.A. Chart No. 3666 entry to the port 
should be attempted in daylight only. Korean Chart Nos. 132 and 135 
cover the port and approaches and appear to be more up to date. 

The Korean Pilot Book Supplement No. 9 1978 on Page 71 gives 
information on minefields and swept channels for approaching the port 
but the Harbour Pilots have no knowledge of these swept routes. 
However, there is a large area within the bay that is dangerous to 
navigation and anchoring but not marked on the chart. Vessels should 
not pass between the shoreline and a line drawn through the positions 
of the following lighthouse and buoys: 

FI.G. Lt. — Lat. 36°05’ 18” N., Long. 129° 33’ 35” E. 

Buoy RW - Lat. 36° 05’ 30” N., Long. 129° 30' 30” E. 

Buoy RW -— Lat. 36°03’ 12” N., Long. 129° 28’ 20" E. 

Buoy — Lat. 36° 01’ 25” N., Long. 129° 27’ 50” E. 

Also it is advisable to pass at least 2 miles North of the lighthouse so 
as to avoid the numerous fishing vessels and fishing stakes off the port, 
enter the bay passing the buoys on the port hand. 

The indicated Quarantine Anchorage has only a limited depth of water 
and larger vessels are permitted to anchor in the vicinity of the second 
buoy where the vessel will be cleared by Quarantine Officers before the 
Pilot boards. 

The ore/coal berth is situated in the new harbour where there is still 
a vast amount of new building and reconstruction taking place. The 
maximum draft is 14.5 m. and the approach through a short buoyed 
channel which offers no problems. The berth lies in an 035° — 215° 
direction with a depth alongside of 16.0 m. for 950 m. and vessels berth 
starboard side alongside. Standard moorings of 4—2-2 at each end and 
the port anchor with about three shackles, the latter being used for 
heaving off when unberthing. 

Cargo discharge facilities are three units, with two more under 
construction, which should be completed by 1981, all suitable for the 
discharge of ore or coal. Discharge rate was about 30,000 tonnes per 
day using 2-3 units continuously. 

Four tugs are used for berthing and unberthing operations, two of 
which are modern tugs. The two older tugs are due to be replaced soon 
with more powerful modern units. 

Bulldozers are used for clearing hold bottoms and some shore labour 
is engaged sweeping up excess fallout off hatches, etc. Food and some 
form of accommodation has to be provided for the shift foremen on a 
continuous basis. 

Fresh stores and provisions of good quality and reasonable price were 
obtainable but no frozen foods of any description available. Laundry 
service available and fair results. 

Fuel oil bunkers were available by previous arrangements with 
Owners. 

Shore leave is by launch only. Launch lands personnel in the old 
harbour about 5 miles away outside the breakwaters of the new harbour. 
No shore gangways available. Accommodation ladders required on each 
side as Port Officials and Agents board via the quay and ship's personnel 
are not allowed to walk on quay. 

Repatriation for 26 Officers and Crew was done with very little effort 
and minimum paperwork. Personnel travel by coach to Busan thence 
by air to Osaka and Tokyo for London. 

Arrival papers were as those required for Pusan and some company 
forms readily accepted. 
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The present maximum draft for the port is 14.5 m. but this is expected 
to increase to 14.75 m. next year. 

Port limits have been extended and now join the following positions: 
Lat. 36° 04’ 30".N., Long. 129° 25’ 20” E.; Lat. 36°03’ 00” N., Long. 
129° 28' 00" E.; Lat. 36° 01’ 12” N., Long. 129° 29’ 54” E. 


SHIPMASTER’S REPORT: September, 1982. 
Health: Radio Pratique not possible. 
VHF: 16 then 6 with Pilot boats; 16 with Pohang Port Authorities; 16, 
25, 26 and 27 with Pohang Radio. 
Tugs: Four modern tugs. 
Berthing: Depth alongside Berth No. 1 is 17 m. Vessels berth either side 
alongside. Berthing in daylight only for large vessels. 
Fuel: All grades of bunkers and lubricants available from Korea Marine 
Bunkering Co., Ltd. Cable address: K Bunker Seoul. Telex: K28412. 
Repairs: Sae Won Marine Engineering Co., Ltd., Cable address: Sae 
Marine Pohang. Telex: K4395. Tel: (72) 5400-1 (riding crew are available 
for ship repairs on passage). 

Sam Yang Marine Engineering Co., Ltd., Telex: Symeco K4415. Tel: 
(3) 2251-2, (3) 4451., Agent for Unitor Service. 


AUTHORITY: Pohang District Maritime and Port Authority, 58-7 
Hangku-Dong, Pohang, Republic of Korea. Tel: (0562) 421812/5. 
Telex: K54300 Hangman. 


PYEONG TAEK: 36.57 N. 126.01 E. 


PILOTAGE: Pilot boards in position Lat. 36° 57’ 05” N., Long. 
126° 01’ 00” E., which is 38 miles from the LNG Berth. 
RESTRICTIONS: Vessels berth at daytime HW only. 

MAX. SIZE: Berth designed for vessels 90,000 d.w.t. — 100,000 d.w.t. 
BERTHING: The dolphin berth, for LNG only, is 480 m. long and has a 
depth of 14.0 m. 

Storage: 4 tanks, each with a capacity of 110,000 cu.m. 
AUTHORITY: Owner: Korea Electric Power Corporation. 

Operators: Korea Maritime Port Authority and Korea Gas Corporation. 


SAMCHEOG HAN (Sam Chuck): 37.30 N. 129.10 E. 
(See Plan) 


SHIPMASTER’S REPORT: June 1981 


DOCUMENTS: 
Ship’s Register (1 copy required to be kept ashore) 
Last Port Clearance. 
10 Crew Lists. 
3 Lists of Private Tobacco and Liquors. 
4 Personal Effects Lists. 
4 List of Foreign Money. 
4 Stores Lists. 
4 Ship's Property Declarations. 
PILOTAGE: Pilot will board at Quarantine Anchorage. 
After departure Sam Chuck vessel has to return Pilot to Tonghae. 
During night time no pilotage. 
HEALTH: On arrival Sam Chuck the vessel has to proceed to Tonghae, 
about 5 nautical miles North of Sam Chuck, and has to anchor at the 
Quarantine Anchorage in position: Lat. 37°29’ 36"N., Long. 
129° 10’ 30” E. 
The Port Health Officers will board the vessel and arrange Free 
Pratique. 
Documents Required: 
1 Crew List. 
1 Maritime Declaration of Health. 
1 Vaccination List. 
VHF: “Mukho Radio” calling Channel 16, communication Channel 26 
(slight interference). 
TUGS: One tug available, equipped with own tow line. 
BERTHING: Conveyor pier, left side of port entrance, exclusively for 
loading cement clinker in bulk. 
Draft allowed according to Pilot is 6.8 m. Other berths, draft allowed 
is 6.7 m. 
One belt conveyor with a loading rate about 300 tonnes per hour. 
DENSITY: 1027. 
CUSTOMS ALLOWANCES: 200 cigarettes and 1 bottle of spirits. 
Bonded store will not be sealed, as long as the Master only has the key. 
One Customs Officer will stay on board for the whole time at berth. 
SHORE LEAVE: Possible, shore passes issued for every crew member, 
have to be returned before departure. 
GENERAL: 
Ship Chandler: Available from Mukho. 
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SAMCHEON PO: 34.52 N. 128.05 E. oO 
(See) 3#0 
SHIPMASTER’S REPORT: June 1983. AGE 
Tolet 
DOCUMENTS: Formalities similar to other Korean Ports, ty 
Authorities are not used to Foreign going ships yet and Port Ogg 
is very slow. All crew members issued with shore passes by | SHI 
Authorities, these passes are collected in again before Sailing » 
back to Immigration. ’ 
PILOTAGE: Although the Port Information Sheet states that oy hp 
not compulsory, | feel that it would be unwise to attempt both 
and sailing without the benefit of local knowledge. The streams 
very strong, we estimated up to about 4 knots whilst we were 
Pilot boards at the Quarantine Anchorage. Pilot boarding reg 00 
similar to those at other Korean ports. asd 
Requests for a Pilot should be made through the vessel's loca wy 
ANCHORAGES: Quarantine Anchorage 34° 51’ 56” N., 128°055 ye 
(600 m. radius). Good holding ground — yellow mud. Depth tiie f 
Anchorage is open to South. Channel to quay dredged to 18 me Al 
well buoyed. 
RESTRICTIONS: Berthing/unberthing carried out at slack wate, 
daylight hours only. edge 
MAX. SIZE: 100,000 tonnes deadweight. Max. depth alongside i moo! 
Rise of tide 1.6 m. 
TUGS: Two tugs are required. They come from Masan, 3 hours» Boat 
required. t 
BERTHING: Whart is 540 m. long and is divided into 2 berths. Px: thet 


commodity is coal for the power station. bold, 

Length Depth Max. Size Ca 

Northwest end 270 m. 15.10 m. 50,000 d.w.t. gd’ 
Southeast end 270 m. 18.10m. 100,000 dwt 


Wharf is very well fendered, and has Irage rubber, ‘Butter 
fenders at regular intervals. There is a 2 m. high wall, which runs; 
the entire wharf frontage, the mooring bollards are set in breaks; 
wall; but the set up is dangerous; very awkward for the linesme: 
virtually impossible to get a gangway out, ship to shore. 

BULK CARGO FACILITIES: Two ship unloaders with 35 tonnes TOI 
available for coal discharge. Capacity 1,500 t.p.h. each. 


STEVEDORES: Working hours per day — 16 hours. SHI 
FRESH WATER: Not available. 
FUEL: Not available. Lo 


CONSULS: Nearest Consuls at Busan. 5m 
REPAIRS: Limited repairs may be undertaken by local boat yar 
GANGWAY/DECK WATCHMEN: Three Watchmen and two 
Officers on board at all times, and have to be fed and accommotigs: 
The Watchmen will use one room, but the Customs want fgg 
accommodated separately. Tr 
AIRPORT: Nearest at Pusan. large 
SHORE LEAVE: Shore leave by liberty boat only, takes crew 
small fishing port cf Sam Cheon Po, itself about 1 mile further! 
Crew members are not allowed to walk ashore through the powersig ¢ 
so only the liberty boat can be used. ilu 
IDENTIFICATION CARDS: See “Documents”. POF 
GENERAL: Fairly good quality fresh provisions may be obtained ‘he! 
handles chandler's work as well. Agents very willing to be of 

but there are very grave language problems, hardly anyone 
English, and those that do are usually very limited in wha! 6) 
understand. 


SHIPMASTER’S REPORT: May 1984. 


CHARTS: B.A. No. 127; American 95142; Korean 452. 
DOCUMENTS: 

9 copies Crew List. 

1 Declaration of Health. 

1 Vaccination List. 

3 Passenger Lists (Nil return required). 

2 Crew Declaration of Personal Effects. 

2 Currency Lists. 

2 Ship's Currency Lists. 

2 Bonded Stores Lists. 

2 Ship's Stores Lists (all foodstuffs on board to be declared). Fp 

ava 


1 List of Ports of Call (previous 9 months ports and countries) 

2 Ammunition and Firearms List. 

2 Narcotics Lists (sealed once checked). WS 

7 Reports of Entrance/Departure (Agent supplies and complet No) 
ARRIVAL: 2 Customs and 2 Immigration officials and 1 army? fh 
board when vessel alongside, Agents assist. sp 
PILOT: Boards in position Lat. 34° 50’ N., Long. 128° 6.5’ E., —_ 
blue coloured boat. Advance notice of arrival important as Pilot ® 
from Masan (3 hours by bus) and there are no telex facil®@d 
Samcheon Po. All messages in and out by telephone from/to 
radio stations. Best to use Seoul Radio. At least 24 hours notet/Pet 
which it is too late to change. Pilot boards and takes vessel to 
anchorage, waits onboard until vessel cleared, then berths a 
alongside, with the aid of 2 tugs. ian 
BERTH: The berth is 1,550 m. long with depths of 14 m. at we c 
and 16m. at East end. Very well fendered for whole length, # ~ 
due to very heavy swell during S.W. Monsoon, sufficient bollat® wa 
whole length. HE) 

There are 2 gantries for 2 berths with 20 ton grabs, onto bo 
belts to large storage yard. Air draft at least 25 m. from quay _— 
about 30 m. ow 

Only import at this berth is coal for power station (Korea? eT 
Company). No 
FRESH WATER/FUEL: Available by barge only. Bunkers by 08% te 
Yusan or Busan. Fresh water obtained locally but costs uss Ral 
ton. 


_. 


@gfSIONS: Available locally, usual Korean standard. 

wt VE: Possible by launch from ship, nobody allowed through 
xcept Master. 

a ao Agent in Samcheon Po. (Boo Young Shipping Co. 


BNO 8111) No telex available. 


ypuasTER'S REPORT: November 1985. 
gemach easy from South. Straight up between Jang Got and Suu 


)_vimately 16 m. of water in sheltered Quarantine Anchorage. 
sot required for anchoring. VHF communication with Port Control 
ssl. Poor reception and language problem. Many small fishing 
and small buoys in the area. 2 tugs arrived by themselves and 
Unable to contact them, presumably they had come from 
J Later a Pilot boarded who spoke a little English. Channel is well 
to the power station berth. 
ssel berthed at 1830 hrs. and commenced discharge at 1640 hrs. 
day. 
on mend station type berth, well able to cope with Panamax 
ssels. Jetty well fendered with adequate mooring bollards. 
r ely a wall 6 ft. (2 m.) high has been constructed along jetty 
wth spaces left for bollards. The edges of which tend to chafe 
_|t also makes it hard to land gangway or accommodation 
ge. This done by shore labour as crew not allowed to walk ashore. 
only, which ran to Si Racha. 
‘we are guards on the jetty. Two modern grab dischargers available. 
«is no airdraft problem. Damage was done to hand rails in No. 4 
«which ship repaired itself. 
‘0 was completed at 0045 hrs. (56 hours after commencement) 
«essel cleared at 0532 hrs. 


WGHAE (Bukpyung): 37.29 N. 129.08 E. (See Plan) 


MASTER'S REPORT: June 1982 


JATION: Tonghae (Lat. 37° 29.5’ N., Long. 129° 08.5’ E.) lies some 
#5 to the South of Mukho, it has been under construction for the 
g‘years and now ranks as the third largest port (by tonnage) in 
m The port consists of 2 breakwaters extending from the shore and 
gen constructed primarily for the export of cement in bulk, clinker 
ibagged forms. 

*eport is linked to the Donghai Cement Plant which in itself is the 
mst unit cement factory in the world with an annual production 
maily of 8.7 million tons. 

‘sreport is mainly directed to the facilities associated with the export 
‘wment, however where possible relevant information has been 
tied which could prove useful to other vessels sete the area. 
ST LIMITS: Approximately 1 mile radius off the port but mainly to 
tlorh of the E./W. Line, passing through the South Breakwater Light. 
_ me indicated on Korean Chart No. 141. 


‘Crew Lists (on blank paper). 

‘Vaccination Lists. 

‘Por Itineraries for past 6 months. 

!Passenger Lists. 

‘kms Lists. 

‘Drugs Lists. 

‘Personal Manifests. 

‘Cago Manifests. 

Sores Lists (including fuel on arrival). 

!fonded Stores Lists. 

‘wean Maritime Declaration of Health. 

‘ous Korean entry forms. 

ROACHES: B.A. Chart 882, also Korean Chart 141. Best to run up 
“soff the coast to keep clear of 3.5 fathom patch reported in position 
ST 28.5'N., Long. 129° 13.0’ E., then alter course to 270° for 
®aches to anchor area off the port. 

AGE: Generally operate from 0600 hrs. — 2100hrs. 3 Pilots 
Reble and appear quite competent. As an exception they will sail 
ve to 2200 hrs. from the berth. Small pilot launch painted white. 
oF (1982). Pilot ladder required almost to the water, no manropes. 

feavy swell the Pilot refuses to come out to the vessel and no 

tion is given for the vessel to come under the lee of the North 
ater to pick the Pilot up, even though there is ample room. 
$ relatively simple with a wide deep water entrance to the port 
large swinging basin. 
trea GE: Recommended anchorage about 1 mile to 1.5 miles off 
‘ kwater in about 12 fathoms to 14 fathoms of water. We anchored 
h Breakwater Lt. Ho. bearing 180° (T)x1.27 miles, with 7 
—*8s down on the port anchor and happily rode out a day of winds 
‘Bcess of 40 knots, though engines were kept on immediate notice. 
~ d back swell is sometimes thrown off the breakwater during 
onshore winds. Bottom mainly sandy with some rocks. Ample 
uy = fadar targets available to check anchorage position. 
Bink: No limitations to length or beam. Max. draft 11.8 m. (SW). 
~ : Quarantine Officials generally attend at the anchorage and 
“lero rooms, galley, etc. Derat sighted and Vaccination List 
meg ore” Maritime Declaration of Health made out. Pratique 
Une, 2"0US vaccinations can be obtained at the Port Health Office 
en 28: The doctor/nurse will not attend onboard to do injections. 
Sil reg onations required for Tonghae unless vessel from 


"UR: No port radar at present. 
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VHF: Tonghae Port Radio operates on Channels 16 and 12. Daylight 
operations only. Initial contact is made via this station and arrival time 
and ships’ particulars noted. Berthing instructions are generally relayed 
through Mukho Radio, VHF Channels 16 and 26 from Agents. Local and 
overseas Calls are also possible through Mukho, with a 24 hour watch 
kept. 

TUGS: Three available: 2x2,000 b.h.p. and 11,000 b.h.p. Make fast 
with tugs’ lines with the tugs joining vessel just inside the breakwater. 
There are an additional 2 tugs at Mukho (5 miles to the North) and these 
will work at Tonghae if required. Communication with tugs is by walkie talkie. 
BERTHING: Vessels generally berth port side alongside the South Pier 
(Ssangyong) and starboard side alongside the North Pier. Tugs join just 
inside the breakwater, the offshore anchor is used when off the berth. 
Boat takes the headlines only. The North Pier is more exposed than the 
South and a substantial tie up is recommended. The bollards are 25 m. 
apart and the jetties very well protected with modern horizontal rubber 
type fenders. The gangway can be swung out prior to berthing with no 
obstructions to cause damage. South Pier length 735 m., North Pier 
length 540 m. 

Present Capacity: 4x30,000 d.w.t., 1x 10,000 d.w.t. and 45,000 d.w.t. 

Additional Future Capacity (1986): 6<50,000 d.w.t., 1x 20,000 d.w.t. 
and 110,000 d.w.t. 

BULK HANDLING FACILITIES: 

Coal: One coal berth lies at the seaward end of the South Pier, whilst 
the other berth is at the inner end of the North Pier. Vessels use their 
own cranes and grabs for discharging the coal onto the quayside, 
whereupon it is handled by payloaders and loaded into road trucks. 
Discharge rate is in the region of 5,000 tonnes per day but could improve 
if more payloaders were brought in to handle the quayside operation. 
Generally speaking, only two payloaders are used at any one time. Road 
trucks carry the coal to a stockpile 3 miles away and there appears to 
be ample supply of trucks available. The final few hundred tonnes in 
each hatch is shovelled by stevedores into savealls and rubber mats. 
No bulldozers are available for hatch work. 

If a vessel is not equipped with her own grabs then the complete 
discharge is handled using savealls and manpower. Using this method 
a discharge rate of about 3,000 tonnes per day could be expected. The 
crane drivers are quite competent and stevedores helpful. Any damage 
to ship can be repaired on the spot and stevedores accept full liability. 
Bagged Cement: Two companies export cement from Tonghae. 
Ssangyong Corporation, the largest, operate from the South Pier whilst 
Tongyan M&G work off the North Pier. Ssangyong have the facility for 
loading clinker/bulk and bagged cement by conveyors and loaders. 
Tongyan can only handle clinker and bulk cement by loader, any bagged 
cargo being handled by ship's gear. 

The Ssangyong export terminal serves the largest unit cement plant 
in the world with an annual production capacity of 8.7 million tons. This 
main plant, situated a few miles away at Donghai, is linked to the port 
of Tonghae by an extensive conveyor system. Further conveyors link 
the storage facilities to 2 ship loaders (for bagged cargoes) and 2 spout 
loaders for clinker and bulk cargoes. 

The bagged ship loaders were each rated at 150 tonnes per hour, 
though actual loading rate worked out at nearer 75 tonnes per hour, with 
both loaders suffering occasional breakdowns. In addition to the loaders, 
ship's cranes were also used to lift bagged cement directly from lorries. 
In all, 5 gangs were used (2 loader and 3 crane) and a daily load rate 
of about 4,000 tonnes experienced. The cement was bagged in triple 
skinned paper/polythene and very little breakage was observed, the 
loader however throws off some cement dust and the ship receives a 
liberal covering. 

The bagged cement was initially ordered, by Charterers, in nett weight 
i.e. bags each weighing 50 kg. (gross 50.17 kg.), however as loading 
progressed it became obvious that the actual weight loaded was 
considerably more than that tallied aboard. On checking the actual 
weight of a number of bags, all were found to be in excess of 50.50 kg. 
(gross). Initial instructions from Charterers required the vessel to load a 
cargo geared to a limiting draft of 32 ft. at the pprlen an port, but when 
realising the full shore tally weight could not be lifted then authorisation 
was received to load the shore figure. By shore tally and Bills of Lading 
we loaded 490,000 bags cement at 50 kg. nett per bag equalling 
24,500 tonnes. 

Actual deadweight on board by draft survey showed some 
24,886 tonnes of cargo. One per cent. of spare bags were also loaded 
with the cargo. 

The bagged cement was pre-slung wherever possible in the hatch to 
facilitate a quick discharge, the discharge port, was not nominated 
however, this depending upon the number of cement ships discharging 
on the Indian coast. Ahjin intend sending a supercargo to India to assist 
in the discharge. 

No problem exists with the loaders regarding height clearance over 
the coamings, however conversely if the vessel is too deeply ballasted 
then the base of the shoot cannot reach the tank top and it is then 
necessary to de-ballast to bring the ship up to the loader. 

Cargo manifests, etc., were prepared, by the Agents, prior to sailing. 
Normal procedure is to authorise Agents to sign Bills of Lading on 
Master's behalf. 

Stevedore companies: Ssangyong Cement Co. Ltd., Tongyan M&G 
Co. Ltd., Korea Express Co. Ltd. 

MEDICAL: Doctor and hospitals situated at Mukho some 5 miles away. 
Agents will arrange car to transport crew members to and from doctors. 
Medical attention is quite expensive. Medical reports issued on request. 
An ambulance service is available if required. 

FRESH WATER: Available by barge in 100 tonne quantities. 

FUEL: Supplied only by barge either alongside or whilst the vessel in 
the anchorage. The bunker barges are not equipped with heaters and 
consequently the pumping rate very slow (about 90 tonnes per hour for 
heavy oil and 120 tonnes per hour for diesel oil). Each barge has a 
capacity of about 400 tonnes; No blending on the barge, this being 
performed at the refinery. The barges generally sail up from Pohang 
and have to clear customs formalities at Tonghae. Fenders on the 
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barges are virtually non-existent and if taking bunkers at the anchorage 
in any kind of weather extra tyres etc., should be used. We were supplied 
by Korean Marine Bunkering: Seoul 776-8531. 
REPAIRS: Engine and general dock repairs possible from Donghai 
Marine Engineering Co. Ltd. The company has a staff of about 12 and 
are capable of handling most repairs. Welders are Korean registered. 
Various Customs formalities have to be completed before spare parts 
are removed from the port area. Prices appear reasonable though 
slightly higher than Ulsan and Inchon. Radar repairs can be arranged 
with ample notice. Chemical cleaning of heaters, etc., can be arranged. 
SURVEYORS: Local Korean inspectors/surveyors are available at 
Mukho for draft surveys, on/off hire surveys, etc. 

Lloyd's and Bureau Veritas are available from Seoul and will attend 
vessels at Tonghae if necessary, with ample notice. 
WATCHMEN: Available from Sanghyup Kongsa (again) recommended 
mainly for their ability to use telephone especially with the Agency 
5 miles away. Cost about £12 per day. 
CUSTOMS: Attend on berthing. Quite casual and friendly. Spirits and 
cigarettes sealed though beer and wine left unsealed. Normal 
allowances per person and an issue available after vessel has been in 
port for 5 days. One Customs Officer remains on the vessel during the 
stay in port, he requires a cabin and meals. Drugs are also sighted and 


sealed. 

REPATRIATION: No difficulties in this area. Seoul some 300 km. away 
is served by an express bus service. Sub-Agents liaise with main Agents 
and all repatriations seem to run smoothly. An overnight stay is normally 
arranged at Seoul for incoming and outgoing crew members though this 
depends on flight times. The journey between Tonghae and Seoul takes 
about 4.5 hours. It is necessary for joining crew members to fill out a 
personal manifest once aboard the vessel, this is collected prior to 
sailing. 

HOLIDAYS: See “Inchon”. 

Arbor Day (April 5th) is also an official holiday at Tonghae. Work is 
possible during all holidays. 

TELEPHONES: Available at all berths. Only local calls taken. 
SHORE LEAVE: No restrictions, no curfew. 

GENERAL: 

Weather: Refer to Pilot Book. 

During the latter part of March and April long periods of relatively calm 
weather were disturbed by severe Lows and Fronts causing strong on 
shore winds and high seas. During these periods the port remains closed 
for berthing vessels, though sailing is possible. Smaller ships in the 
anchorage generally steam offshore during these periods. 

Stores: Fresh supplies and all chandlery items supplied by Sanghyup 
Kongsa Co. Ltd., Tonghae (the only chandler in the area). Fresh 
vegetables, fruit, fish, etc., are in plentiful supply locally. Deck and engine 
stores also available in the area, though more selective items can be 
obtained from Seoul. Local supplies are reasonably priced, though meat 
expensive. Bonded stores are also available. Medical supplies can be 
obtained from Seoul as well as current BA. Charts and Admiralty 
publications. These again are quite expensive. 

Immobilisation: Possible with Port Authority approval. 

Port Regulations: Tonghae also serves as a naval port and consequently 
no photography allowed. No written port regulations. Painting over the 
side not allowed for fear of pollution, similarly no painting allowed from 
the quayside. 

Launch Service: A launch service is available from the anchorage and 
is useful for crew repatriation. It can also be used for shore leave, once 
vessel has been cleared, though price is unknown. 

Garbage: Arranged by Agents, taken away from ship by road truck. 
Rubbish should be retained on board, even at the anchorage, various 
naval craft regularly patrol around the port area and anchorage. 
Consuls/Notary: No Consular offices at Tonghae or Mukho, it being 
necessary to travel to Seoul for these purposes. It is also impossible to 
Note Protest at Tonghae or Mukho. 

Laundry: Adequate laundry facilities exist at Mukho, again arranged by 
Sanghyup Kongsa Co. Ltd., a 24 hour service is available. 

Cleaning Gangs: These are available and will clean hatches between 
cargoes. It is not possible to pump out hold residue whilst alongside. 
Cleaning gangs do not generally work at night so some pre-planning 
required if vessel to discharge and load at the same port. Work requires 
constant supervision. Labour for the gangs picked up off the street. 
Immigration: All passports inspected: Shore passes issued for all crew 
members and these renewable every four or five days. No Curfew exists 
at Tonghae or Mukho. It is necessary to pass through Customs Office 
and Immigration Office before leaving the port area. Again all 
Immigration Officials most helpful and friendly and eager to practise their 
English. Shore passes collected prior to sailing before obtaining 
clearance. 

Air Freight: Little difficulty in obtaining spare parts, air freight etc., from 
other countries. Main Agents at Seoul arrange necessary customs 
clearance and transport. 

Agency: Main Agents at Tonghae: Chokwang Shipping Co. Ltd. They 
are sub-Agents for most of the main Korean Agencies. Their office is 
situated at Mukho. With the number of vessels entering and using Mukho 
and Tonghae they are kept extremely busy, however all Agency work 
is eventually attended to and their services are quite satisfactory. Telex 
and telephone facilities exist at their office, most telexes are directed 
through the main Agents in Seoul, however a direct line can be obtained 
if necessary. 


SHIPMASTER'S REPORT: November 1985. 


On British Admiralty Chart No. 882 Bukpyung. Name seems 
interchangeable on signs, etc. 

The anchorage off the port between 0.5 — 0.75 miles W.N.W. of the 
South Breakwater Light seems good but exposed to E'ly weather. A 
good swell was running when we anchored off and vessel did not berth 
for 24 hours. Contact could be made with Agents through Mukho Radio 
on VHF Channel 16, switching to Channel 26. Language is a problem. 
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Panamax bulk carriers are the largest vessels taken a 
Max. permitted draft 12.5 m. 2 moderate powered tugs and 2g 
In bad weather would advise a panamax not to berth. 

The commercial port is dominated by Ssang Yong ce 
which exports over 2 million tons of cement a year. The bu, 
clear and modern. Two grab dischargers are said to work % 
day. But there are many stoppages. The jetty is well fe 
bollards at approximately 100 ft. intervals. We would sugges; 
stern lines, 2 breast and 2 springs each end. Extra MOOrIngs » 
weather. 

Pratique: Vessel was informed before arrival that Pr 
granted. After anchoring vessel was boarded and store rooms ins, 
Derat not asked for. Pratique was again granted timed and Cate 

Documents: Only Register asked for. Ship had made Og 
personnel Roe? narcotic and arms lists on our paper and thes, 
accepted. Only narcotics in Master's safe being checked. Shores gay 
were made out (by ship). These are required and checked at Gates 
time. Bond not sealed. 

| was unable to Note Protest either here or at Mukho. No ABS 
available locally. Checked with Agent before lowering ang 
lifeboat for normal upkeep. | was informed that it was in order 4 
naval craft wanted to arrest it shortly after it was lowered into the, §) 0 
and so we recovered it fast. Painting over the side is allowed 9 1 

Nearest airport at Seoul. There is an express bus service (559) 1) 
or train (6 hours) to Seoul. Te 

Fresh water is available by barge. Bunkers, heavy fuels, dig Ad 
oils, can be supplied if several days notice is given, | under WAS 
coaster brings same from Busan. 710 


SHIPMASTER’S REPORT: June 1993. i 


This vessel: Panamax size, LOA 225 m., 66,894 tonnes d.wi 
The port's new name is Tonghae, and the old name Bukpyuy 
longer used. 

For approaching the anchorage, it is best to come ona eR 
Lat. 37° 30’ N., about 4-5 miles from coast and approach anchor 
a course of 270°. In good weather, a large number of fishing DEV 
are encountered which carry out sudden manoeuvres. vess 

Radio Free Pratique is not granted and upon arrival, vesse »%2 
anchor for Quarantine Inspection. Pratique is granted after ingy 
provision stores, galley, mess room and garbage drums, etc. ‘ead 

Vessel was advised to anchor at Quarantine Anchorage (ju 
Lat. 37° 30’ N., Long. 29° 10’ E.) (marked on chart), but this post 
usually occupied by ships awaiting berth. There can be as ma 
10 vessels at anchorage awaiting berth (usually small vessels; & 
150 m. in length). Small vessels anchor within a 6 cable wide bet 
breakwater and coast. In case anchorage is crowded, best 
anchor for large vessels will be N.E. corner of harbour limit, in ( 
45 m. depth, or about 1.5 miles North of Breakwater Head Light 

Berthing of large ships (200 m. or more) is done during daytime. 

Pilot boards 2miles East of red Breakwater Head Lit 
appreciable affect of streams or current near breakwater. Pit 

Naval warships frequently move in and out of port and havtlsn, 
watched for while approaching breakwater. cd 

Visibility is usually bad during S.W. monsoon and considerable! 
can build up. , 

For entering port, Pilot heads the vessel for a position 6 N 
of Breakwater Light, and gradually aligns the head into the dire® yy, 
Fairway. 

Tugs meet vessel at breakwater. 3 tugs are used for Panamat 
ships, due to small turning basin. Max. permissible draft is 125* 

Coal Pier has 2 unloaders and can achieve a discharge rate D tep 
14,000 tonnes per day. 

Nearest major business centre is Seoul. Of 

All stores, charts and technicians, etc., are arranged from Se bag 

Regular bus service available for Seoul. we | 

Fuel oil and fresh water supplied by barge. Sun 

Workshop is available. Disc 

Tonghae is a Naval port and the Northwest sector of port is 00% Ay 
by a number of Naval vessels. 

Pollution can invite big problems. After berthing, Coast ! 
personnel board vessel to check Oil Record Book, IOPP Certificat ay 
inspect Oil Water Separator and enquire about mode of disposit Oe 
sludge, etc. 


SRUAGEaSSESS BACRR 


AUTHORITY: Donghae (Bukpyung) District Maritime and Port A® 
Tel: (0394) 32 3631. Telex: K24336 Mhdmpa. 


ULSAN (Including Onsan): 35.27 N. 129.23 “oa 


(A) GENERAL CARGO FACILITIES. 
(B) YUKONG LIMITED — SBM. 
(C) YUKONG LIMITED — DOLPHIN. 


(A) GENERAL CARGO FACILITIES 


cr 
LOCATION: Ulsan is located on the Southern part of Korea's £@* Tai 
65 km. by sea from Busan. It is the site of the Hyundai Heavy fe 

ard. 

PILOTAGE: Compulsory. Quarantine/pilot station situated ino bro 
Lat. 35° 27’ 26” N., Long. 129° 24’ 30” E. 38 
VHF: Port Control on VHF Channel 16. Vessel's to advise requ™ tm 
and ETA 3 hours prior to arrival. rag 
TUGS: 7 tugs. 600 h.p. — 2,600 h.p. 


Five Pieri ritititit: 


~~ 


fNG: The commercial port handles steel products, coal, and 
required by the Ulsan Industrial Complex, which is adjacent 
ca area and houses a Car factory, an oil refinery, and a number 
yn neavy industry and chemical plants. 


Length Depth Remarks 
(m.) (m.) 

; 130 8. General cargo 
bd 260 12.0 General cargo, coal, cars 
v/ 347 9.0 

i 322 7.5-—11.0 Fertiliser, cars 
f) 220 11.5 General cargo 
Per 100 7.0 LPG 

Piet 273 10.0 Coal 


¥ _ see “Shipmaster’s Report’, March 1987. 
Hl WATER: Available by barge at anchorage. Prohibited during 
if ivalable with 24 hours’ notice. 

GE DISPOSAL: Two companies provide these services: 

ng Marine Service Co., Tel: 0522-74-5746, and Samhan 
gee Enterprise Co., Tel: 0522-73-7895. 
sion charges: 

‘wnin 10 km. of Custom Gate: 
km. - 15 km. from Custom Gate: 
Ham. - 18 km. from Custom Gate: 
siection one per day. ; 
al charges levied for holidays, Sundays or night work. 
| TE OIL DISPOSAL: Service available from Yusung Ltd. Tel: 0522- 
’) 9971/23. Fax: 0522-77-0513. Capacity of shore tanks: 8,000 cu.m. 
ge Two barges available (1,500 cu.m. and 80 cu.m.). Tanker trucks 
‘seu. available. Basic charge: 200,000 Won for 3 cu.m. Additional 
ese: 80,000 Won/cu.m. 
MAN'S CLUBS: Seamen's Club, 2116 Mae-Am dong, Nam-ku, 
#, South Korea. Tel: 0522-40-6901, 24 hours service. Facilities 
ble: Currency exchange, international telephone, shopping and bar 
«¢. Mini-bus service free of charge. 
PRENCY: Korean Won. U.S.$ 1.00 = 800 Won (April 1994). 
ELOPMENTS: Grain terminal under construction for handling 
t «els of 15,000 d.w.t. — 60,000 d.w.t. 2x 750 t.p.h. ship unloaders will 
yvailable. 
'} ial import facility is to be built, Korea Oil Corporation will be the 
# 


fF OFFICER’S REPORT: 1975 (Updated 1994). 

ws Particulars: 

| agth Overall — 162.18 m. Breadth — 22.8 m. 

| snmer Draft — 10.382 m. Summer d.w.t. 21,705 m./tons. 

worage: Local Agents generally wireless the Quarantine Anchorage 
ston which is approx. 1.5 miles W.N.W. from the position shown on 
tart No. 898. Care should be taken while anchoring as there are 
erable fishing floats, nets, etc. North of 35° 28’ N., and West of 
#23.7' E. 

‘rctions: No pilotage between sunset and sunrise. 

‘tage & Berthing: The standard of pilotage was generally good. Pilot 
med by Agents and embarks at Quarantine Anchorage after vessel 
yeared by Authorities. 1 anchor is used while going alongside. 1 tug 
*known h.p. and 2 mooring boats assist while berthing. 4 berths are 


62,480 Won/trip 
117,180 Won/trip 
149,630 Won/trip 


1 Pier - Length 300 m. Depth variable. 

'o 2 Pier - Length unknown. Depth supposed to be 36 ft. 

‘0 3 Pier — Length 165 m. Depth 29 ft. 

'o. 4 Pier — No details known. 

‘xal Authorities themselves do not have any idea as to the actual 
Ms alongside. It is advisable to sound the bottom twice daily 
Sally at No. 1 Pier as the depths were found to vary almost every 
Cargo is loaded/discharged by vessel's cargo gear. Rate of loading 
480 urea is approx. 400 m/tons per gang per day. Working hours 
“orally between 0700 hrs. and 1900 hrs. every day, Saturdays and 
“ys included. Only on National Holidays no cargo is worked. 
®arge of bulk sulphur and gas/product carriers is around the clock. 
‘Ssel carrying 28,000 tons of bulk sulphur was discharged in 5 days. 
)'s 1 crane and conveyor belt on No. 1 Pier only for handling 
fur It was observed that sometimes small coasters were loaded/ 
‘aged by mobile cranes. 


ores: Ulsan Port has a rule that a gang engaged for one particular 
"will only work that hatch from start to finish and will not work any 
; hatch, not even the other end of the hatch if the hatch has more 
ng of derricks. Gangs have to be ordered before noon for the 
y. 
val Local hospital used, patients normally taken there by 
“men, 


‘ty: Apparently varies. Once 1016 was obtained while 10 days 

* 1020 was obtained. 

. Water: Available from barge whose capacity appears to be 

“ons. At least 24 hours notice necessary. 

* Not available. 

pais: Facility available but rates high. 

| Docks: Hyundai Shipyard located at Ulsan builds VLCCs. 

ee: Not necessary on foreign vessels. Arranged by Agents if 
"ed by Master. 

In “As per charter party but suggest use own crew as labour are 

) ‘eepperenced with wooden hatchboards. 

Ne ation: Usually done through Seoul. We changed Radio Officers 

»., Perienced no difficulty. 

's: Placed on board, but only for collect calls via exchange 


e114), 


Je Only 1 ship chandler who handles everything including 


ety watchmen, laundrymen, etc. 
ree eds: Shore pass issued for Ulsan valid for 15 days. To be 
very fourth day. Usually done by Agent who collects all 


KOREA, Republic of 


Surveyors: Lloyd's can be arranged from Busan or Ulsan (Hyundai Mipo 
Repair Yard). 

General: Ulsan is a very busy port with a large amount of local and 
Japanese coastal traffic. Local Agents keep trying to shift bigger vessels 
ahead and astern to try and squeeze in small coasters. It is advisable 
to strictly adhere to the charter party rules at all times in this port to 
prevent delays and expense on vessel's account. 


SHIPMASTER’S REPORT: May 1979 (Updated 1994). 
Vessel: Summer d.w.t., 37,300; LOA, 194 m.; breadth, 28 m.; Summer 
draft, 36 ft. 
Vessel loaded 30,000 tonnes of bagged fertiliser at No. 2 Berth using 
ship’s cranes. The loaded departure draft was 33 ft. 
Port Limits: As shown on Korean chart 119, arc passing through: 
Lat. 35° 28’ 29” N., Long. 129° 24’ 25” E. 
Lat. 35° 26’ 00” N., Long. 129° 24’ 23” E. 
Lat. 35° 24’ 13” N., Long. 129° 22’ 00” E. 
Documents: As per “Guide to Port Entry”. 
Pilotage: The Pilot was ordered through the Agent. The Pilot joins the 
ship in the anchorage from a white coloured pilot boat which has VHF. 
A portable VHF is carried by the Pilot for communication with tugs and 
pilot station. Only 2 Pilots are on duty each day and there are no 
movements in port between 1900 hrs. and 0600 hrs. The standard of 
pilotage was good. 
Anchorage: The Quarantine Anchorage as shown on Korean Chart 119 
is centred on Lat. 35° 27’ 25” N., Long. 129° 25’ 34” E. (Radius 400 m.) 
Depth in this anchorage is 33 m. to 47 m. This anchorage is outside 
the harbour limits. A good anchorage was found 1 mile N.E. of No. 2 
Imodco Buoy in 24 m. A boat service is available from the anchorage. 
Restrictions: No night movements. 
Max. Size: Not known. 
Health: As per “Guide”. 
VHF: “Ulsan Radio” maintains a listening watch on Channel 16, contact 
is made on this Channel then switched to a working Channel. This station 
is used for local calls only. 
Radar: No port radar. 
Tugs: There are 2 tugs available of unknown horsepower. The tugs join 
the vessel off the berth and use their own lines. 
Berthing: No. 2 Berth: Length approximately 250 m. The depth alongside 
was 11 m. with 13 m. offshore, the density varied but averaged 1006. 
There are no fixed shore facilities at this berth and it appears that it is 
often used by car carriers. 
Cranes: Stevedores have 100, 60, 30 and 10 tonne mobile cranes 
available. 
Bulk Cargo: 30,000 tonnes of bagged fertiliser was loaded using 4 ships 
cranes. Cargo was delivered to the berth in trucks and made up into 
slings on the jetty. The loading rate was 700 tonnes per hatch/day. 
Stevedores: Gangs should be ordered before 1400 hrs. the previous 
day. There are a limited number of gangs available. Normal working 
hours are from 0700 — 1900 hrs. with 1 hour break. It is possible to shift 
gangs to different hatches under certain circumstances and night 
working is possible but not advised as same men work through to next 
day. The standard of cargo handling equipment supplied by stevedores 
is good. 
Medical: Medical treatment and hospital facilities are available. 
Hatches: Hatches should be opened before stevedores arrive on board 
or waiting time is incured. 
Fresh Water: Fresh water is available and is delivered by barge. 
Repatriation: Repatriation was carried out via Busan about 2 hours drive 
away without any problems. It can also be carried out via Ulsan. 
Airport: Nearest airport Ulsan, regular daily flights to Seoul. 
Telephones: A telephone is placed on board which is for local calls only 
via exchange. Overseas calls can be made from shore, these calls are 
collect, person to person, only with a waiting time of 2 hours 
(approximately). 
Identity Cards: A shore pass is issued for Ulsan which is renewed every 
fifteenth day, usually done by Agent. 
Stores: There are many ship chandlers, and all stores are ordered 
through them. The quality is poor and the prices high. 


SHIPMASTER’S REPORT: Port of Onsan. March 1987. 

This port is, to all intents and purposes, part of the Port of Ulsan — all 
services (tugs, Pilots, Agents etc.) — are from Ulsan. 

The port itself consists of a dolphin jetty, with berths on both sides 
and is owned and operated by “Ssangyang Oil Co:" (See B.A. Chart 
898 (Ports on East Coast of Korea) “On San Hang’). 

Berthing/unberthing is during daylight only. 

Normal berthing is on either side of the jetty, with ship’s head to the 
N.E. (vessel swung before berthing). It is recommended that good 
moorings, and as many as possible are used, as the jetty is open to 
Easterly swells which are common during summer months. 

No services are available at the berth. Any fresh water or bunkers 
come, by barge, from Ulsan. 

Cargo Connections: There appear to be only 2 per berth (on our call 
we used 1x8 in. Chicksan attached to a flexible length of hose. Aft of 
the “deep sea” berths there are coaster berths which appear to have 
larger Chicksans. 

Maximum draft on the berth is reputed to be 10.8 m. 

Documents are as listed in the “Guide”. 


SHIPMASTER’S REPORT: April 1988. 

Restrictions: Vessels carrying dangerous cargoes are not allowed to 
berth/unberth during hours of darkness. 

Health: Quarantine deadline is 1700 hrs. 

Currency: Currency Lists no longer required. Japanese Yen may be 
taken ashore. 

Shore Leave: No restrictions. 


AUTHORITY: Ulsan District Maritime & Port Administration, 139-9, 
Maeam-Dong, Nam-Ku, Ulsan, Korea 680-050. Tel: 0522-61-4881/9. 
Telex: K 53425 USPORT. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, by 


(B) YUKONG — SBM. 


DOCUMENTS: 

2 copies of Manifested Parcels on board. 

2 copies of the Stores List. 

2 copies of List of Narcotics on board. 

2 copies of List of Arms and Ammunition on board. 

2 copies of List of Vessel’s Tobacco, Cigarettes, Spirits, etc. 

11 copies of the Crew List. 

2 copies of List of Crew's Personal Effects, Tobacco, Cigarettes, 

Spirits, etc. 

Crew's Vaccination Certificates. 

Derat Exemption Certificates. 

Clearance from Last Port. 

6 copies of List of Landing Passengers, if any. 

6 copies of List of Passengers in Transit, if any. 

2 copies of List of Passengers Baggage. 
PILOTAGE: The seaward approaches to the Imodco Terminal mooring 
site are free of underwater obstructions, and existing landmarks and 
navigation aids are adequate. Depth of water not less than 65 ft. in 
approaches. The Imodco Terminal can be approached with the summit 
of Pongdae San bearing 333° true. When in position the following 
navigation fix will obtain at the mooring site: 

Pongdae San (summit) bearing 333° true distance 2,915 yd. 


Pongjin Hang Light e 053° true vs 4,770 yd. 
(end of breakwater) 
Chuck To (centre cut) HH 255° true He 3,800 yd. 


A good radar echo will be obtained from the tanks ashore at 
approximately 20 miles, the Imodco buoys at a distance of 8 miles, and 
the small buoys, marking the floating hose heading off the Imodco Buoy, 
at 1.5 miles. 

Lights ashore, lights on the Imodco Buoys and on the small buoys 
appear to be unreliable. 

After clearing Customs a Harbour Pilot will board the vessel to direct 
it to the buoy and conduct the mooring operations if required. There is 
no night mooring. However, unmooring is carried out during darkness 
as well as in daylight. 

ANCHORAGE: Anchor the vessel about 1 mile S.E. of the buoy, if the 
weather permits. In this location it is less difficult to find vessel, when in 
fog. Do not anchor less than 1.5 miles from buoy, and under no 
circumstances can the anchors ever be used on approaching the buoy 
terminal, chain cables and pipelines are located at this site and 
anchoring is strictly prohibited. 

RESTRICTIONS: No night mooring at any time at SBM. Unmooring 
possible at any time. 

MAX. SIZE: Max. mooring capacity 325,000 d.w.t. Max. draft 64.5 ft. 
HEALTH: Entry prediction to be supplied to Quarantine Authorities by 
vessel's Agent 24 hours before arrival. Master required to complete 
Health Declaration when officer boards on arrival. Free Pratique is 
automatic when coming from another Korean port. 

RADIO: It is recommended that vessel communicates with Agent 
through Busan Radio or Ulsan Radio. 

VHF: Communication available in Ulsan Port 24 hours a day. 

“Ulsan Harbour Control” on Channels 14 and 16 for reporting vessel's 
arrival and departure. 

“Ulsan Pilot’ on Channels 13 and 16 and “Ulsan Port Radio” on 
Channel 16 for calling and working channels are Channels 24, 25, 26 
and 27 for public messages. 

TUGS: 2 workboats assist in mooring operations and 1 workboat assists 
with unmooring operation. 

Workboats will join vessel about 1.5 miles East of No. 2 SBM. 
BERTH DESCRIPTION: 2 berths at single buoy moorings. 

Yukong Terminal No. 1 SBM: 

Position: Lat. 35° 27’ 03” N., Long. 129° 23’ 44” E. 

Max. Size: 325,000 d.w.t. 

Depth: 23.0 m. 

Max. Draft: 64.5 ft. (19.66 m.). 


Description: A 12.5 m. diameter yellow buoy installed in August 1988. 


2x16 in. hoses with length 980 ft. and 945 ft. respectively installed. 
The hose connections are made to the port manifold of the vessel only 
and lifted one at a time for connection to the ship’s manifold. Each hose 
when full of oil is over 10.5 tons in weight. 

Light: Gp. Fl. 4 yellow, 8 seconds. Visibility over 5 miles on radar. 

Radar Reflector and Fog Horn: Radar reflector equipped, battery 
powered fog horn with a range in excess of 0.5 miles. 
Yukong Terminal No. 2 SBM: 

Position: Lat. 35° 26’ 42” N., Long. 129° 23’ 18” E. 

Max. Size: 325,000 d.w.t. 

Depth: 23.0 m. 

Max. Draft: 64.5 ft. (19.66 m.). 

Description: A 11.4m. diameter yellow coloured buoy. Hose 
arrangement same as Buoy No. 1. 

Lights: On buoy: Gp. FI. Y. 6 secs. visibility over 5 miles. On hoses: 
4 red winking marker lights equally spaced along the 980 ft. floating 
hoses, visible for 2 miles. 

Fog Horn: A battery powered fog horn with a range in excess of 
0.5 miles. 

Weather: The berth is open to the weather and a short sharp swell is 
experienced when the wind is from the N.E. 
BERTHING: 2 workboats (16 tons and 10 tons) are in attendance during 
mooring operations. 

1 workboat will keep the hoses clear and the other handles the 
mooring ropes. 

Both bow anchors are to be hove well up in the hawse pipes and 
properly secured before reaching the buoy. 

Anchors are never to be used while at the buoy. They can foul buoy 
cables and pipeline on the bottom if released. 

The vessel will be moored with chain (OCIMF recommended). 
Onsan: See “Shipmaster’s Report”, dated March 1987, in Section (A). 
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HOSES: There are 2x16 in. hoses, 980 ft. and 945 ft. TES, 
length. The hose connections are made to the port manifold ofty, wi 
only and lifted one at a time to the ship’s manifold. Each hoe foun 
full of cargo is over 10 tons in weight. \ ece 
Hose Mooring and Connection: Mooring and hose Coty gr 
disconnection will be carried out by Berthing Master and Shor, 10 96 
and while the vessel is at the buoy, 1 Berthing Master and in af 
remain on board during entire operations on the buoy. The vey proc 
be required to provide sleeping quarters and meals for them. Ty unioi 
mainly kept on board for emergency. iret 
BUNKERS AND WATER: Available by barge at the ay $006 
Bunkering is prohibited at SBM. samh 
BALLASTING: After the vessel has discharged about half Ot hey strc 
cargo, the vessel should be ballasted to a safe margin, to draw ig tt 
than 18 ft. forward. sats 
This will avoid the vessel yawing widely on the buoy with Strong, peo 
and assist in avoiding contact with the buoy and hoses. Vessey at 
moored at all times about 120 ft. from buoy. 
REPAIRS/DRY DOCKS: All types of repairs possible at Hyung, 
Repair Yard, Hanjin Heavy Industry and Hyundai Heavy Industry 
docks available, largest being 380 m. x65 m. x 12.7 m. 
ENGINES: The ship's engines must remain ready with full poe th 
immediate use and to keep the vessel a safe distance from te 
Any repair work or hot work prohibited without the Berth ay 
permission. com 
CUSTOMS ALLOWANCES: One carton cigarettes or 1 Ib. of ty 
and one bottle wine or spirits allowed, each man. sus 
REPATRIATION: Nearest facilities for crew repatriation are atl sat 
HOLIDAYS: 1st, 2nd January; 1st March; 5th April; 1st May: s 
6th June; 17th July; 15th August; 3rd October; 25th December eS 
Year's Day, (Lunar Calendar Day 1st January); Buddha's 
Calendar Day, 8th April); Moon Festival Day (Lunar Calendar Da equ 
August). 


SHORE LEAVE: Allowed. - 
IDENTIFICATION CARDS: Crew required to carry valid identity Rad 
cards at all times. 

REGULATIONS: ar 


Notice to Vessels Arriving at Yukong Limited — SBM Term day 
Ulsan 5. 
In the interest of your vessel and Yukong SBM, we wish tote t 
your attention the pecularities that are most likely to occur wht A 
vessel is moored to this terminal for discharge of cargo. Re 

The buoy in its location is subject to wind, sea and tides and ah 
the weather here is generally favourable we find that during eacha 
of tide the vessel is quite frequently inclined to ride up on the be aa 

Our past experiences have taught us that the best way to VO $BA 
hazard is by use of the vessel's engine. In this instance we wil® 
the co-operation of you and your officers. The Berth Master w 
assist you in mooring will also remain with the vessel througta geo 
entire discharge. lop) 

Tide or wind changes may cause the ship to ride up against tht! jpg 
In this case the Berth Master will anticipate the ship's moveme® sek 
advise a dead slow bell astern to avoid ship's contact with thet 
When the tide or other condition has again resumed its norma! 
your engineers will be notified that the Berth Master is finished # ggy 
engine. 1, 

During this period while the ship's engineer is on stand-by, ® ad 
your deck officers will be required to stand-by on the bridge, to pa he 
engine order from the Berth Master, who will be stationed on thet gre 
bridge to observe and direct this operation. The SBM's crew wis 2 
by at ship's bow and will inform of ship's movements to the Berth it ys 

The seaward approaches to the Yukong Ltd. SBM terminal m a 
site are free of underwater obstructions. Depth of water is mot’ 
64.5 ft. in the approaches. Existing landmarks and navigation a 
adequate (Chart No. 119, published by H.O. of Korea is useful).4) 
radar echo will be obtained from the radar reflector located at buoy’ 

Do not anchor within one mile of buoy and under no circums? 
can anchors ever be used on approaching the buoy site and an 
is strictly prohibited. 

Vessels should be anchored 1.5 miles East of No. 2 SBM, wht 
vessel could be in sight of shore people and the people can bot 
safely. Vessel should not be confused with the Yukong No. 2 Bu 
Ssangyong Refinery Buoy, which is located at Lat. 35° 25’ 1% 
Long. 129° 23’ 08.5” E. on the South side of Yukong No. 2 Busy 

Use of Korean Government Pilots is compulsory. They will 0% 
ship in daytime within the anchorage and before commencer® 
mooring operations. There is no night-time mooring. Vessel unm 
is carried out day or night upon completion of cargo discharge Se 

The Berth Master will board the ship while at anchorage and? 
charge of mooring the vessel to the SBM. He will be stationed! io 
ship's forecastle during mooring. OP 

Two tugs assist with mooring and one tug with unmooring ope Sec 
Two launches are in attendance, one launch will keep the hose# Tet: 
free of the vessel while the other launch handles the mooring! &T 
during mooring operations. If the bight of the floating hoses prom 
considerable distance beyond the buoy, the above hoses will be” 
to avoid fouling the mooring buoy system while unmooring. 

In the event it becomes necessary to vacate the buoy © 
inclement weather or any other emergency, we caution you ne y 
the propeller because it may foul hoses drifting near the ship’? 

A boat in attendance will tow the hoses away and clear of you . 
so that the ship's propeiler can be used. 

To avoid undue strain on the buoy, anchors, floating hoses, ye 
ropes and chains, it will be necessary to ballast your vess@ 
the buoy. Approximately 40% of her deadweight may be ‘ 
ballast to prevent undue strain on the buoy system. Dirty ballé*” 
should be selected before hoses are connected to the manifolds 
discharge of cargo and ballasting can be carried out si :! 
without contamination of cargo. The vessel will moor about 120 
the buoy which will assist in avoiding contact with the buoy. 
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the cargo has been discharged, your tanks inspected and 
the hoses disconnected, we will then request that you 
ne mooring. \f you desire to take on ballast or more time 
sed 10 complete your vessel's business you may go to anchorage 


Limited will provide you with a copy of our crude oil unloading 
which provides information and instructions for safe 
ges the crude oil cargo. It will be necessary to release tank 
ure after the tugs have left. The Yukong procedure 
“fs certain methods for gauging, water cut, temperature reading, 
ng cargo and calculation of cargo. These procedures will be 
flowed by the Cargo Inspector together with Surveyor. 
avicc is going to carry out crude oil washing, her equipment must 
ljisan open sea buoy’s crude oil washing regulations and 
bites. Crude oil washing can be done under ship's responsibility 
“ne must confirm to Yukong Ltd. not less than 7 days before her 
gi that vessel's crude oil washing system is operational. Yukong 
terminal provides booster pump to increase pumping rate, 
| gan in-line sampler is installed in the shore line to monitor BS&W 
sude oil contamination with water. 
% Berth Master is responsible for carrying out terminal's cargo 
procedures. The Cargo Inspector will be on board for cargo 
sexton and will carry out cargo gauging and inspection of cargo 
ts. Yukong Inspectors will also be on board prior to cargo 
axing for sampling of cargo. Slop oil and BS&W shall be 
from the quantity of cargo. When the Cargo Inspector is 
that all obtainable crude oil cargo is discharged to shore tanks, 
wiinspect the ship and sign the ship's empty and dry certificate 
|) gqwith the appointed ship's officer and the independent Surveyor. 
J wh ETA to be supplied to Korean Quarantine Authorities by the 
«eis Agent 24 hours before ship's arrival. The Ship's Master is 
sed to complete the Health Declaration upon arrival of the Korean 
Officer. Free Pratique is automatic when the ship is coming 
mother Korean port. 
Ji \tis recommended that the Master communicates with the ship's 
through Pusan Radio, which covers Ulsan port. 
communication is available in Ulsan port 24 hours/day, every 
|» Call sign “Ulsan Port Radio”, calling Channel 16, working Channels 
«4, and 27. A small walkie-talkie can communicate with the shore 
Iste attendant launch. Pilot office: Tel: 61-7703. Sunjin Tugs Co. 
981-2311. 
es Repairs: Possible if arrangements with local shipyards are made 
to the vessel's arrival at Ulsan. 
wication Cards: Seaman's Book is sufficient, a ferry boat operates 


idimes. 

WTeam of Stand-by Men: While the ship is on the buoy, the vessel 
id provide sleeping quarters and linen for 8 men, this includes one 
Master and Cargo Inspector. The stand-by men connect and 
jemnect hoses, clear floating hoses when necessary and are mainly 
gon board for emergency purposes. Under certain conditions should 
‘eome necessary, they may ask the vessel for meals. 

|y: All ships and their Agents or concerned persons shall follow 
jmi safety practices including, in particular, but not limited to, those 
\exbed in the International Oil Tankers of Terminal Safety Guide as 


' The vessel's personnel are responsible for the safety of the vessel 
‘must take all necessary precautions, whether or not so advised by 
*feth Master, bearing in mind the weather conditions, or any other 
mmstances requiring special care or attention. 
|? While the vessel is moored or within the vicinity of moorings, all 
|Se/s personnel and vessel’s operations must comply with or be in 
|®0dance with the following safety rules: 
The ship's engines must remain ready with full power for 
immediate use. 
Not less than one deck officer and two seamen shall be available 
on deck at all times while vessel is in the moorings. 
Power must be available at all times on all deck winches and on 
anchor windlass during vessel's stay at the buoy. 
A good floodlight will be required to illuminate the area around 
the submarine and cargo hose connections during cargo transfer 
operations. 
During the discharge of ballast at night, the sea area around the 
vessel must be adequately lighted. 
Engine repair work is prohibited without the Berth Master's 
permission. 
Hot work is strictly prohibited while cargo is being discharged. 
_ laundry service is available if requested prior to ship's arrival. 
*wal: Many ship repair parts and equipment are obtainable in Ulsan, 
some 40 miles away from Ulsan. Allow about 4 hours for their 
Rourement. 
FRATOR: Yukong Limited, 26-4 Yoido-Dong, Youngdungpo-Gu, 
hs .Korea 150. (Postal Address: Yoido P.O.Box 548, Seoul, Korea). 
52) 788-6085-8. FAX: 82-522-70-2895. Contact: Captain 
Hwang or Captain O.J. Lee. 
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BERTHING: Berthing operation is permitted during daylight only, and 
unberthing operation takes place throughout 24 hours in case of ballast 


voyage only. 


Berths No. 3, No. 6 and No.7 are equipped with a docking sonar 


system. 


No specific requirements. Pilot boarding time will be notified by ship's 


Agent mainly by VHF or — 


lerth §=Max. LOA Loading 
Berth Capacity Depth Draft Max. Min. Commodity Arms 
(d.w.t.) (m. (m.) (m.) (m.) 
Yukong No.1 3,000 7. 63 120 30 Lubricant 
base oil 
Yukong No.2-1 500 4.0 3.6 100 Domestic 6 in. 
Yukong No.2-2 6,000 7.4 6.7 100 supply only loading 
Yukong No.2-4 6,000 7.8 7.0 100 (petroleum arm(s) 
Yukong No.2-5 2,500 7.8 7.0 100 product) fitted at 
all berths. 
Yukong No.2-6 4,000 8.0 7.0 100 Product/ As 
Yukong No.2-7 6,000 8.0 7.0 100 ethylene/ above 
LP’ 
Yukong No.3 35,000 11.2 10.2 230 120 Gas oil/ 2x10 in. 
kerosene 
jet A-1/ 
reformate 
Fuel oil 1x10 in. 
Yukong No.4-1 10,000 9.4 8.6 160 90 Gas oil 1x10 in. 
Fuel oil 1x10 in. 
Yukong No.4-2 2,000 9.1 8.3 120 80 Gas oil/ 2x Bin. 
fuel oil 
Yukong No.4-3 4,000 8.5 7.7 160 80 Gas oil/ 2x 6in. 
fuel oil 
Yukong No.5-1 2,000 6.0 5.4 90 50 Gas oil/ 1x 6in. 
kerosene 
Fuel oil 1x 6in. 
Yukong No.5-2 2,000 6.0 5.4 90 50 Gas oil/ 1x 6in. 
kerosene 
Fuel oil 1x 6in. 
Yukong No.5-3 4,000 7.0 6.3 120 80 Gas oil/ 2x Bin. 
kerosene/ 
jet A-1/ 
asoline 
Yukong No.5-4 5,000 7.5 6.7 150 100 Gas oil/ 1x Bin. 
kerosene 
Fuel oil 1x Bin. 
Yukong No.5-5 10,000 9.2 8.2 170 120 Gas oil/ 2x Bin. 
kerosene/ 
jet A-1/ 
naphtha/ 1x10 in. 
gasoline/ 
reformate 
Fuel oil 1x10 in. 
Yukong No.6 80,000 15.0 13.5 280 170 Gas oil/ 2x12in. 
kerosene 
naphtha 
Crude/ 1x12 in. 
fuel oil 
Yukong No.7. 100,000 15.0 13.5 280 135 Gas oil/ 3x12 in. 
kerosene/ 
jet A-1/ 
naphtha 
reformate/ 
asoline 
rude/ 1x12 in. 
fuel oil 


YOSU (including Kwangyang): 34.44 N. 127.45 E. 
(See Plan) 


(A) CRUDE WHARF, HONAM OIL REFINERY 


(B) PRODUCT WHARF, HONAM OIL REFINERY 


(C) NAKPO WHARF, BERTHS NO. 1, 2, 3, 4 AND 5 
(D) PIER, LUCKY ADVANCED MATERIALS 


(E) DRY CARGO, YOSU HARBOUR 


(F) YOSU ENERGY 
(G) KWANGYANG STEEL MILL, RAW AND PRODUCTS 
BERTHS 


DOCUMENTS: 


Last Port Clearance. 


Register. 


13 copies of Crew List. 
12 copies of Passenger Manifest. 
3 copies of Stores List. 
3 copies of Bonded Store List. 


3 copies of Arms and Ammunition List. 

3 copies of Livestock List. 

5 copies of Cargo Manifest. 

1 copy of Vaccination List showing dates of last yellow fever 
vaccination, etc. 


PILOTAGE: There are 2 pilot stations. Pilot station for vessels of less 
than 30,000 g.r.t. is located at Lat. 34° 44’ N., Long. 127° 49’ E., and 
for more than 30,000 g.r.t., such as crude tankers, is located at 
Lat.34° 39’ N., Long. 127° 58’ E. 

RESTRICTIONS: 2 overhead power cables with clearance of 27 m. and 
39 m. 
Long.127° 45’ E. 


respectively in approximate position: Lat. 34°44’'N., 


1213 


| ail 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, & 


HEALTH: Before proceeding to respective berth vessels must anchor 
at the Quarantine Station to obtain Free Pratique. 

RADIO: Yosu Port Radio Station, call sign 6MYS, operates on 500 kHz 
on 24 hour service. 

The station's range is about 100/150 nautical miles and it is 
recommended that tanker Masters should contact the station giving their 
ETA at the pilot station. 

Vessels calling at Yosu must cable the exact time of arrival at the 
pilot station to ship's Agent and Harbour Pilot's office. VHF Radio for 
calling Agent is Channel 16, name Agent and switch to Channel 26 to 
talk. 

TUGS: 34,200 h.p., 43,000 h.p., 2x 2,000 h.p. and 5x 1,000 h.p. 
MEDICAL: ETA to be supplied to quarantine authorities by vessel's 
Agent 24 hours before arrival. Master required to complete Health 
Declaration when officer boards on arrival. Free Pratique is automatic 
when coming from another Korean port. 

There are medical facilities in Yosu town. Inoculations and 
vaccinations can be arranged by the quarantine doctor. 

The Quarantine Stations are located at Lat. 34°42.5'N., 
Long.127° 52.7'E., for deep drafted vessel and Lat. 34° 45.2’N., 
Long.127° 46.3' E., for less drafted vessel. The Quarantine inspection 
can be made at other than the above location depending on the 
situations. The inspection takes place during daylight. 

DENSITY: 1025. 

FRESH WATER: Fresh water is available for delivery to ships. 

FUEL: Bunkers available by barge, subject to advance notice being 
iven. 

EPAIRS: There are repair facilities in Yosu. 

CUSTOMS ALLOWANCES: One carton cigarettes or 1 Ib. of tobacco, 
and one bottle wine or spirits allowed, each man. 

REPATRIATION: Crew changes or repatriation can be arranged. 
HOLIDAYS: 1st, 2nd and 3rd January, 1st March, 10th March, 5th April, 
5th May, 6th June, 17th July, 15th August, 1st October, 3rd October, 
9th October, 25th December. 1st January (Lunar Calendar), 8th April 
(Lunar Calendar), 15th August (Lunar Calendar). 

SHORE LEAVE: Shore leave for ship's personnel is arranged by ship's 
Agent and the local authorities. 

IDENTIFICATION CARDS: Crew required to carry valid identification 
cards at all times. 

CHARTS: Republic of Korea H.O. Charts No. 209, 241 and 242. 


(A) CRUDE WHARF, HONAM OIL REFINERY 


GENERAL DESCRIPTION: The crude wharf is located at Lat.34° 51’ N., 
Long. 127° 46’ 55” E. running in a 336°/156° direction. 
APPROACHES: En route to the wharf, at approximately 
Lat.34° 47.3’ N., Long. 127° 48.8’ E. vessels pass narrowest part of 
channel, Sam Gi, which has about 22.5 m. depth of water at MLLW, 
and marked by 5 light-buoys and one lighthouse. The course is laid 
midway between the 5 buoys. 
PILOTAGE: Pilot station for crude tankers is located at outer harbour 
in positon: Lat. 34° 39’ N., Long. 127° 58’ E. in the vicinity of Tae Do 
Island, where the Harbour Pilot boards to lead the vessel to Quarantine 
Seen 
RESTRICTIONS: Berthing and operating restrictions are as follows: 
1. Maximum approach angle: 10° 
2. Maximum approach velocity: 0.15 m./sec. 
3. Maximum current speed: 2.1 m./sec. 
4. Winds 
(a) Non-operating conditions 
Maximum design velocity 38 m./sec. 
(b) Operating Conditions (Moored at berth) 
Maximum sustained velocity 18m./sec. 
Maximum instant gust 27 m./sec. 
(c) Maximum berthing wind velocity 
13 m./sec. of Southerly wind 
15 m./sec. of Northerly wind 
MAX. SIZE: Crude Wharves No. 1 and 2: 


Maximum crude carrier: 285,000 d.w.t. 
Maximum products carrier (Clean): 80,000 d.w.t. 
Maximum draft: 21m. 

Minimum crude carrier: 80,000 d.w.t. 
Minimum products carrier (Clean): 30,000 d.w.t. 


HEALTH: Normally vessels who could not be granted Radio Pratique 
anchor at the Quarantine Station which is located at around 
Lat. 34° 42.5’ N., Long. 127° 52.6’ E. At this anchorage, Quarantine 
doctors come on board. After quarantine inspection, the vessel should 
have port clearance of Customs, Immigration and so on. 

BERTHING: Approaching the Whar: It will be normal tanker practice 
that all tankers be berthed bow seaward to ensure a quick and 
uncomplicated departure in the event of an emergency. Main conditions 
for following this practice are as below: 

1. Natural environment's conditions to be favourable. 

2. Early passage of Sam Gi Channel prior to high tide to meet slack 
tide while berthing. 

3. Vessel should swing to the North of Crude Wharf with the 
vyenien of tug-boats and approaching course will be about 
160°. 

When the above is impracticable due to the limited effective 
manoeuvring space in the vicinity of the wharf, vessels will approach 
almost parallel to the wharf whose direction is about 336°. 

All tugs will come alongside to the vessel's bow, mid-ship and quarter 
at No. 3 Buoy. At about half mile off the wharf, the vessel's speed should 
be 2 knots and when abreast of the wharf, the vessel should be stopped. 
When stopped, the abreast distance between vessel and wharf should 
be about 100 m. — 200 m. 
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Abreast distance will be reduced with the assistance of 
speed must be 10 cm./sec. or less at a distance of 20 m. ang 
5 cm./sec. at a distance of 3 m. between the vessel and whag » # 
and speed for both bow and stern will be displayed on the 
tower of wharf upon vessel reaching about 160 m. from 
Mooring: The wharf has 8 dolphins for mooring VLCCs as 
“Plan Section”. Nos. 1 and 4 (or 6) dolphins are to be useg 
and stern lines, Nos. 2 and 3 for breast lines, and Nos. 5, § 
dolphins for fore and aft spring lines. Each dolphin has quig 
hooks with a capstan and about 100 m. of 3 in. messenger jj 
up mooring wires/ropes. 

To monitor tanker approach, the wharf is equipped wih 
sonars which detect distance and approaching speed, which 
displayed on top of the gangway tower with visibility of aboy Tee 

Line handling service agency will render services to handle Als 
the wharf. The agency will provide 2 launches relaying 
from berthing vessel to the wharf and 9 men including a chiet, 
of the team hooking mooring lines to the dolphins. : 

About 20 mooring lines for 200,000 d.w.t. tanker are requir 
and quality of mooring lines are in accordance with ISGOTT 7 
3.3.3 — i.e. “Preferably the mooring lines used to secure th 
should all be of the same materials and construction. Wire roe 
recommended especially for larger tankers as they limit “ 


= 


movement at the berth. Moorings composed entirely of fibres, 

synthetics, are not recommended as their high elasticity ce 
excessive movement due to strong wind or current forces o 
ships. Wire ropes and fibre ropes should never be used t 
same direction because of the difference in their elastic pr 

Vessel puts out springs first, then breast lines and finally head 
lines or vice versa. Normally breast and long lines will be 
launches to the wharf. While making fast spring lines, vesse 
adjust centre of her manifolds to wharf loading arms at the 
shore operator. Vessels should be held tightly to breasting 
the assistance of tug-boats, mainly by tug stationed midshy 
mooring has been completed. 

Anchoring in the vicinity of the wharf is not allowed exceys 

emergency. 
Unberthing: Tugs will be stationed on seaward side of the v 
midship and quarter as necessary and will push the vessel soast_ a. 
the vessel tightly to the breast dolphins while letting-go all moony 
Sequences of letting-go lines is the reverse of mooring. Therein 
head and stern lines let go first, breast next and springs last. 
DISCHARGING: Prior to arrival: Prior to arrival at the whart, « 
should stand-by/warm-up her cargo pumps and designate 3m 6 
which are convenient for unloading cargo. The designated ma 
should be marked by rags or other materials so as to be able toe 
them easily from the wharf and adjust the vessel's position com 
loading arms of the wharf. All the vessel’s manifolds should t 
blinded until vessel is moored. Also, all crude oil tankers m 
equipped with 16 in. ASA type flanges on her manifolds. ¢. 
Connection of hoses: Discharging arms are as follows: 

Berth No.1: 3x16 in. for crude oils. 

2x12 in. for clean oils. 
Berth No.2: 3x16 in. for crude oils. 
2x12 in. for clean oils. 

After completion of berthing, terminal representative an 
operators will come on board and check readiness to 
discharging arms, fire fighting equipment, drip pans and oil 
materials. The 3x 16 in. discharging arms for crude oil are rotary 
weighted marine arms with hydraulic quick connect couplings. 5 
controlled hydraulic positioners are provided and whart 
position and connect the outboard flanges of the arms to the 
manifold. The vessel's crew, consisting of one responsible 
4 other crew, standby at the manifolds, prepare manifolds to & 
and co-ordinate with wharf operators in adjusting, con 
securing discharging arms. 

Operating Envelope: Berth No. 1: The unloading arms hav 
designed for an operating-height envelope that accounts 
elevation changes due to tide and varying freeboard of the , 
smallest tankers for which berth is designed. The 16 in. unlo 

will accommodate a maximum 255,000 d.w.t. tanker and @ 
80,000 d.w.t. tanker, or heights of 26.3 m. to 5.2m. above he 
water level. The 12 in. unloading arms will accommodate am 
80,000 d.w.t. tanker and a minimum 30,000 d.w.t. tanker, or he 
19.6 m. to 4.6 m. 

Berth No. 2: The 16 in. unloading arms will accommodate 4 
285,000 d.w.t. tanker and a minimum 80,000 d.w.t. tanker, 0 

of 25.73 m. to 3.83 m. above the lowest water level. The 16 in. 
unloading arms will accommodate a maximum 160,000 d.wt 
and a minimum 30,000 d.w.t. tanker, or heights of 22.33 m. 10 

A longitudinal drift of +5.0 m. and a lateral drift of +4.57 m. 
allowed for both sizes of unloading arms. 

Rates and Pressure: After hoses have been connected, all sho® 
will be opened and vessel's Chief Officer informed of shore 
Vessel will open all valves necessary to discharge except Bsc 
valves which will be opened just prior to start of discharge. 

After confirming that the cargo is flowing into designated s™* 
tanker rail pressure for all vessel sizes shall be 140 ps F tome 


maximum discharging rates are: 
80,000 bp. 
ly 


Arab Medium Crude Oil 


High Pour ’ J 
Low Sulphur Crude Oil 40,000 b.p. 
Naphtha 30,000 b.p.h. 


a 
Crude Oil Washing (COW): Crude oil washing of cargo tanks ust ; 
tank washing machines in conjunction with fully inerted 93". 
permitted on Master's acceptance of Honam Oil's conditions © q 
out COW at the crude wharf which will be delivered to the “ 
vessel requiring COW should notify it to Honam Oil in advanc 
with the information of previous COWs conducted and COW 
to be carried out. 


om 
. The ballasting operation should be discussed and agreed 
a minal representative regarding the approximate time of 
a ant and duration of ballasting both into permanent ballast 
cargo tanks. ; 
2" ick turn around, the terminal encourages simultaneous 
2 cargo and ballast, other than permanent ballast, if the vessel 
oped: Ballasting should be minimum after discharging cargo. 
WATER: Not available. 
ytavailable. ! : 
~¢s: Honam Oil provide the following services: Telex service 
ay from 0800 hrs. to 1800 hrs., except Saturdays when service 
we from 0800 hrs. to 1300 hrs., and no service on Sundays and 


| J service every day from 0800 hrs. to 1900 hours. 

by gofemergency telephone numbers will be available at the wharf. 
pry: Honam Oil Refinery Co.Ltd, Yocheon Refinery, 

7, Yosu, Korea. Tel: 80-2114. Telex: 66762. FAX: 82-2228. 
Kim Sa Bong, Port Captain. 

] potfice: Seoul. Tel: 787-1114. Telex: Honam K-27234 or K-23261. 
37-6051, 785-5451. 


mODUCTS WHARF, HONAM OIL REFINERY 


DACHES: 

son: The route for product tankers up through to Yosu Gulf is 
wihout any navigational hazards. After passing the Nak-Po, 
will steer in a Northwesterly direction for about one nautical mile 

Westerly, keeping within the 10 metre contours. 

»are 10.5 metres’ shallows at approximate LLW along Myodo 
so vessel's draft limit to pass this channel on high tide will be up 
m.or more, depending upon tidal rises and in accordance with 


tydrographic charts for navigation and approaching to the 
-siect Wharf area have been published by the Republic of Korea 
syaphic Office. 

ching and mooring to the Wharf: 

;Pilotage is compulsory for vessels over 1,000 gross tons in 
cordance with Yosu Port Rules. Tankers calling at the Product 
Wharf of Honam Oil for loading or unloading products should 
notify the latest ETA by radio to Port Authority and related Agents 
for Pilot. 

; {The direction of tidal current stream in the vicinity of the wharf is 
=| nearly rectilinear and parallel to the wharf, running about 272° on 
*| ‘ooding and 084° on ebbing at about 3 knots, the tidal range 
tetween maximum high and low water is about 4.0m. The 
duration of ebb/flood is about 6.75 hours and 5.5 hours 
is} respectively. 

‘Vessels are to be berthed with bow to seaward whenever 
possible, in order to facilitate unberthing as quickly as possible 
when an emergency situation arises. Use of anchors is not 
alowed while berthing, except in an emergency. 

00: See “Radio” in Section “A”. 

ING: Product Wharf: The Product Wharf is located in 

mimate position Lat. 34° 51’ 40” N., Long. 127° 44’ 10” E. 

Product Wharf is designed to accommodate 7 tankers 

eously. Berths No. 1 and No. 4 for approximately 5,000 d.w.t., 
No. 2 for 2,000 d.w.t., Berth No. 3A for 35,000 d.w.t., Berth No. 5 
9000 d.w.t., Berth No. 6 for 5,000 d.w.t. and Berth No. 7 for 

#0dw.t. tankers, respectively. 

wharf is designed to moor and unmoor tankers on a 24 hour 
depending on the tidal conditions at the time and the Master's 
ent. The illumination for night work is satisfactory. 

0 Wharf: There is one berth located in position Lat. 34° 51’ 20” N., 
127° 42' 45" E., designed to accommodate LPG and Chemical 

“Sof less than 5,000 d.w.t. Shallowest depths of water in the 

mh channel and wharf area are 3.2 m. and 6.2 m. respectively. 

/e, vessels approaching the wharf should choose high tide to 
Strough this channel. Illumination for night work is excellent. 

“4ssignment for Loading/Unloading: Berths will be assigned to the 

"aller review of the vessel's size and types of product to be loaded. 

4 ere will be advised in advance, to the vessel through 

®s Agent. 

Bs: Honam Oil Refinery Wharves are equipped with ASA type 

“ 4 loading arms and hoses. 


Sion: All cargo operations of loading, unloading, switching of 
and topping-off should be supervised by a ship's responsible 
J 2nd sufficient personnel should be on deck at all times to attend 
bading and/or unloading operations. 
/2"9 AmmiHose Connection: It is Honam Oil Refinery’s policy that 
Screw shall be responsible for connecting/disconnecting loading 
*@S to and from vessel's manifold. Also proper reducers and 
3 ‘0 fit to wharf loading arm couplings must be connected and 
_"ecled by ship's crew. Wharf operators are always on watch to 
fading arms and winches for loading hoses. 
... 8s: After mooring at the berth, Honam Oil Wharf Operators will 
%" board and check readiness to connect loading arms, fire 
...) *duipment, oil drip pans or oil removing materials. When the 
...5 in all respects ready to connect loading arms/ hoses, the 
atenne procedure will apply: 
di loading arms/hoses will be swung on board the vessel. 
. Connect loading arms/hoses by vessels's crew. 
: must be given by the vessel to the wharf shift foreman 
, me hour before the vessel completes deballasting. 
Ing will be commenced by gravity. When the vessel advises 
f Operator that the cargo is flowing into vessel's tanks, the 
é Ng rate will gradually be increased by pumping until the 
Sed rate has been reached. 
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e. The vessel must give 30 minutes’ notice to the wharf operator 
before starting “top-off’, and shall advise if a decreased rate is 
desired. 

f. The vessel must give 15 minutes’ notice to the wharf operator 
prior to completion of loading at which time the wharf operator 
may reduce loading rate and/or stop loading pumps. 

g. Ship's valves shall not be closed while loading pump is operating. 

h. On completion of loading, loading arms/hoses must be drained 
and disconnected immediately. Samples must be taken upon 
completion of loading. 

Loading Rates: The loading rates vary and depend upon kinds of 
products, sizes of loading arms and pipe lines, vessel conditions, etc. 
Detailed loading rates will be determined by close co-ordination between 
responsible vessel's officer and the wharf operator. 

Each berth is equipped with counter weighted marine loading arms. 
Sizes of these arms’ flanges are 6 in., 8 in., 10 in. and 12 in. ASA. 
Deballasting: The discharge of dirty ballast within the territorial waters 
and entrance is strictly prohibited. Shore facilities for disposal of dirty/ 
oily ballast water is available at Honam Oil Refinery. The deballasting 
operation should be discussed and agreed with the Product Wharf 
representative regarding the approximate time of commencement, 
duration of deballasting and kind of ballast oil. 

FRESH WATER: Vessels requiring fresh water request required amount 
of water to ship’s agent in advance. 

REPAIRS: There are no repair facilities and also repairs are not allowed 
on the product wharf. In the event of emergency cases, Honam Oil will 
assist in carrying out repairs under the supervision of refinery’s safety 
personnel to expedite vessels from the wharf and a quick turn around. 
AUTHORITY: Honam Oil Refinery. 


(C) NAKPO WHARF, NAMHAE CHEMICAL CORPORATION 


A straight berth which could accommodate one 50,000, one 30,000 
and two 20,000 d.w.t. vessels is located at about Lat. 34°51’ 40” N., 
Long. 127° 44' 40” E. The wharf is handling raw material by 800 tons 
crane and product of fertiliser by 300 tons crane. 


(D) PIER, LUCKY ADVANCED MATERIALS, INC. 


Located close to the product wharf of Honam Oil Refinery at about 
Lat. 34° 51’ 30” N., Long. 127° 44’ 05” E. Maximum vessel size and draft 
are about 4,400 d.w.t. and 5.5 m. respectively. 


(E) DRY CARGO, YOSU HARBOUR 


PIERS: 3 piers are located in Yosu town at about Lat. 34° 44.3’ N., 
Long. 127° 45.3’ East and consist of No. 1, No. 2 and No. 3 Piers. 
RESTRICTIONS: No. 1 Pier is used for only small vessels. No. 2 Pier 
for vessels of less than 20 ft. draft and max. draft at No. 3 Pier is 26 ft. 
At anchor draft up to 35 ft. 

CARGO-HANDLING FACILITIES: Crane barge of 30 tons capacity is 
available. 


(F) YOSU ENERGY 
LOCATION: 34° 51’ 38.96" N., 127° 46’ 10.91” E. 
BERTH: 


(1) Principals: 

Max. size: 75,000 CBM., LOA 230 m. 

Max. draft allowable: 13 m. 

Required minimum U.K.C.: 2.5 m. 
(2) Operating Condition: 

(a) Allowable conditions for mooring: 
Max. Wind Speed Wind Direction 
13 m./sec. Southerly 
15 m./sec. Northerly 
Max. wave height: 1.64 m. 
Approach speed: 0.15 m./sec. 
Tidal time for mooring: Mooring at slack tide. 
Tugs will assist with berthing when strong tidal current. 
Time limit: Berthing operation only carried out in daylight. 
Circumstances where unloading is not allowed: 
Wind Speed: Over 18 m./sec. 
Max. wave height: 0.93 m. 
Speed of tidal current: Tugs will assist with berthing when there 
is a strong tidal current. 
Time Limit: No restriction. 
Other conditions: (1) Lightening. 
(2) Lack of proper safety plan and safety 
regulations on board. 


(b 


— 
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SHORE CONNECTION: For LPG tanker, cargo operation and shore 

facilities. 

(1) Shore Connection: (P: Propane, B: Butane, L: Liquid, V: Vapour) 
(a) Arrangement as seen from seaward (from right to left): BL, BV, 
PV, PL. 

(b) Specification: 

Standard of 

Flange 12in.ASA150 8in. ASA300 8 in. ASA 300 

Use BL BV PV 

Range of 

temperature 

Max. press.for 

operation 10 kg./sq.cm 5 kg./sq.cm 5 kg./sq.cm. 10kg./sq.cm 
Max. flow rate 2200 cu.m.p.h. 2200 cu.m.p.h. 2200 cu.m.p.h. 2200 cu.m.p.h. 
(c) Movable range: 
Limit angle: 60° 
Max. distance for angle of depression: 0.9 m. — 10.6 m. 
Height above sea level: 22 m. (Mean sea level) 

(d) Required ship's manifold position: 
— Distance between bow/stern and manifold: About 110 m. 
— Distance between side plating and manifold: Minimum 1.0 m. 
— Height above sea level: 20.5 m. (Mean sea level) 
— Distance between each centre of flange: 2.0 m. 

(e) Size and number of reducers with onshore facilities: 
2x10 in. ASA 150 and 2x 8 in. ASA 300. 

(2) Cargo Operation: 


12 in. ASA 150 
PL. 


—9°C/0°C —9°C/5°C —50°C/5°C —50°C/—30°C 


(a) Requirements of ship’s cargo tank and liquid line for discharging: 


Butane 
Not exceeding 
0.25 kg./sq.cm. 


Propane 
Not exceeding 
0.25 kg./sq.cm. 
Not exceeding Not exceeding 
—42°C -5°C 
(b) Procedure for purging and cool down for connection 
(Arm and unloading line): 
Procedure for purging before: 3 —5 times vent with shore vapour. 
Procedure for purging after: 3 — 5 times loading arm flushing 
with ship's hot gas. 
Procedure for cool down: Not required. 
(c) Procedure and Rate of Discharging: 


Tank pressure: 


Line Temperature: 


Series Parallel 

Discharging Discharging 
Propane Butane Propane Butane 
(cu.m.p.h.) 
Rate at start 500 500 500 500 
Average Rate 1,200 1,200 1,200 1,200 
Max. Rate 2,000 2,000 2,000 2,000 
Rate of Finish 500 500 500 500 
Vapour Return 6.9 8.9 6.9 8.9 
from Shore 


(d) Discharging quantity for B/L: Ship's calculated figure. 
(e) Circumstances when unberthing is requested: 
— Wind speed: Over 30 m./sec. 
— Wind direction: N.W., S.W. 
— Max. wave height: 1.64 m. 
— Other Conditions: (1) Typhoon. 
(2) In case of emergency. 


MOORING: 
(a) Required numbers and quality of mooring ropes: 


Fore lines: 4 wire and P.P. ropes. 
Fore breast lines: SUAS. bn finherene 4 
Fore spring lines: Luatk tenes ea fe 
After lines: thine Meh ¢ i 
After breast lines: +: Ng tails = 
After spring lines: pean ” ~ 


(b) Additional mooring ropes from shore: None. 
(c) Gangway: Shore gangway will be used. 
(d) Ship’s derrick: To be kept on stand-by. 
(e) Indication of ship's manifold position: Required. 
(f) Mooring facilities — requirements: 
— Types of bitts: Quick release hooks. 
— Distance between bitts: 50 m. (average). 
— Location and types of oil fence: Not available. 
— Availability and location of speedmeter for 
approaching speed: Docking sonar on.No. 1 breasting dolphin. 
— Place for bonding cable: Not necessary. 
(g) Operation system at berth: 
— Mooring personnel: At the bow: 5 persons. 
At the stern: 5 persons. 
— Connection of arms: 5 persons. 
— Required time: 15 minutes for each arm. 
— Disconnection of Arms: 4 persons. 
— Required time: 15 minutes for each arm. 
— Unmooring Personnel: At the bow: 3 persons. 
At the stern: 3 persons. 
— Communications: Shore can supply a walkie-talkie. 
Disaster prevention system: 
— External System: None 
— Internal System: Emergency shut down system. 
Fire fighting system (fire hose). 
— Disaster prevention facilities at the berth: E.S. system — fire 
fighting system (monitor). 
— Availability of sea water pollution prevention facilities: None. 


SHORE FACILITIES: 
(a) Shore liquid lines: (Distance from tank (heater) to ship's 
connection, diameter and max. pressure). 
— Propane: 1,600 m. (600 m.) — 18 in. — 23 kg./sq.cm. 
— Butane: 1,800 m. (600 m.) — 18 in. — 14 kg./sq.cm. 
(b) Flare stack capacity: Nil. 
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SUPPLIES AND SERVICE: 


(1) Drinking water and bunkers: end 
(a) Supply place: Yosu Anchorage. gee 0 
(b) Method of supply: Barge. asemiin 
(c) Advance notice: Advise Agent. at 


we 


(d) Average rate: Bunkers: 100 — 200 t.p.h. 
Water: 800 tons per day. 


(2) Provisions: gpirness 
(a) Available. pox Har 
(b) Method of supply: From barge. jason 
(c) Advance notice: Advise Agent. tees 


(d) Kind of provisions available: Meat, fish, vegetables, o 


a) 


(3) Medical: go ts 
(a) Preventive injection: Cholera available. 


(b) Advance notice: Advise Agent. 
(4) Landing: Possible. 
(5) Ship's repairs availability: 

Hull 

(6) Machinery } Only at anchorage. 
(6) Surveyor/Diver: Available. 
BERTH SAFETY REGULATIONS: 
Pier I: (Ocean and Coastal Tanker). 
(1) Vessel size: 

Ocean: 


+3 


SE sg eye sees 


Max. 75,000 CBM. 
Min. 30,000 CBM. 
Max. 3,500 CBM. 
Min. 1,000 CBM. 
Pier Il: (Only Coastal Tanker). 
(1) Vessel size — Max.: 3,500 CBM. 
Min.: 1,000 CBM. 
(2) Loading Arms: 
2 self-standing for liquid LPG, equipped with 8 in. ASA 
manual quick release couplings. 


Coastal: 


s 


Gee 


(G) KWANGYANG STEEL MILL, RAW AND PR 
BERTH 


LOCATION: 34° 54’ N., 127° 45’ E. 
GENERAL: Port under construction. \ 

Pohang Steel Co. discharge will handle vessels of 250,000 tier a 
a 900 m. length berth with depth of 20 m. The loading berth of 


will accept vessels of 50,000 d.w.t. div 
22,000 t.p.h. grab unloaders and 1 2,000 t.p.h. shiploader r 
available in the initial stages. Cust 


A 280 m. long quay is to be constructed to accommodate 
vessels up to 50,000 d.w.t. Container handling equipment ani Yeo: 
facilities will be available. ie 

| 


SHIPMASTER’S REPORT: July 1988. S 
Pohang Iron & Steel Company's complex is built on about $a |: 
kilometres of reclaimed land on the North side of Kwangyang 
started production in May 1987 and at present manufactures 
5.5 million tons of steel products annually, with 8 million tons 
for 1991. The wharf fronting this area runs in a 101°/281° dir a 
an eventual length of 5.4 km. by 1991. 
At the Eastern end a causeway running North and South he 
built connecting Chijin Do Island with the complex. 
Charts: B.A. Chart No. 3391. Korean Chart No. 241. 
Documents: 
10 copies Crew List. 
5 copies Stores List. 
5 copies Personal Effects List. 
3 copies Arms & Ammunition List (See “Notice’’). 
3 copies Narcotics List. 
2 copies Ports of Call List (previous 3 months). 
5 copies Cargo Manifest. 
5 copies Through Manifest (where applicable). 
1 copy Maritime Declaration of Health. 
Last Port Clearance. 
Ship's Register. 
Derat Exemption Certificate. 
Pilotage: There are 5 licensed Pilots available at the preset 
Vessels exceeding 30,000 g.r.t. embark their Pilots at 34 5 
127° 58’ E., and vessels under 30,000 g.r.t. at 34° 39’ N., tare 
Pilots should be contacted on VHF Channels 16 and 14, 2 hous® 
arrival. This message should be repeated to Yeosu Harbour Cot 
the same time. There are no overhead power lines or bridges’ 
buoyed channel, but many fishing vessels operate in the area a 
are usually cleared out of the way by a tug steaming ahead 0! ® 
from the Quarantine Anchorage to the berth. When it ® 
southbound, the Pilot leaves in the vicinity of the Quarantine Ande 
and the ship should stay outside the buoyed channel. 
Anchorages: Large vessels are usually instructed by Yeosu '¥ 
Control to anchor in the vicinity of Tae Do Island, there is plenty c 
and good holding ground (mud) here. The Pilot takes the ship 4 
Quarantine Anchorage for Clearance by Port Officials from 
No mail is delivered unless requested. No Radio Pratique av@* 
Max. Size: 250,000 d.w.t. LOA 1,030 m. Beam 50 m. Draft 20! 
Tugs: Tugs usually start to make fast off Nakpo Gak Light, ust" 
ropes. This ship (loaded inbound) used 4 tugs, both for 
unberthing. The Pilot communicates with the tugs on VHF ‘ 
The following tugs are available: 3 x 4,200h.p., 1 x3* 
1 x 3,200 h.p., 1 x 2,600 h.p., 1 x 1,900 h.p. and 2 x 1,200% 


> 
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os yost ships using the Bulk Handling Berth are moored port NOTES 
head out). This ship, 141,000 d.w.t. used 4 headlines, F rian : 
t\® Sbreastiines each end and 2 back springs each end. Please aso’ advise’ Shipping Guides (1d. 
poats are used to run the first ropes. On the quay is a digital 
wing the distance off for bow and stern and speed of approach. 
ha we 10 berthing or sailing operations during the hours of 


Berth: This is used for the import of iron ore, coal and 
to feed the steelworks. Coal, via the conveyor system, also 
Coal Loading Berth for transhipping coal for coastal 
The berth is built on heavy steel piles, running 101°/281° 

t length of about 1.5 km. It is well fendered at 40 m. 
with buffer type fenders having face pads 7 m. in width and 
ily, these keep vessel about 3 m. off the quay. The ship must 
*.isown brow for the gangway platform for access. The minimum 
faorgsde is 21.5 m. at MLWST, minimum keel clearance 1.5 m. 
nd. 
Fe Facilities: 1x20 ton cantilever crane is situated at the 
send of the quay, usually the limestone berth. 
™ eectric gantry cranes with grab trolleys are mounted on rails 
.yp the full length of the pier. Maximum air draft is 18 m. at HW. 
from the face of the fenders is 34.85 m. Grab capacity about 


re 


searging Rates: Maximum 40,000 t.p.d., normally 25,000 t.p.d. each. 

‘separate conveyor belts run the full length of the pier to enable 

e, coal and ore to be discharged simultaneously. 

g Berth: This has been built into the Chijin Do Causeway 

s rom the Eastern end of the Bulk Handling Berth, North and 

}p.'or about 350 m. It has a moving arm loader and handles ships 
» about 30,000 d.w.t., mainly coasters, the coal can come via the 

either from the stock-pile or from larger ships discharging 

fuk Handling Berth, at up to 20,000 t.p.d. There is a regular run 

» Yeosu by coal barges. 

¢oducts Berth: This lies about 2 km. West of the Bulk Handling 

the same line and will eventually make up the Western end of 
ous line of berths. It has 2 container type gantry cranes and 

‘on cantilever cranes. Main exports at present are steel coils. 

et Terminal: This is still under construction at Golyak-myon. The 

is being widened from 300 m. to 500 m. by dredging. There are 

tdredgers at a time working in different parts of the Bay. 

sores: Foremen, labour and crane drivers are in different Unions, 

ombined with language difficulties causes some confusion, 

wy over a period of time this will resolve itself. 

ea Medical treatment and hospital facilities available. 

wy Ranges from 1022 to 1025, depending on the season. 

Water: Available only by barge. 

Available only by barge, at least 2 day’s notice required. 

s Minor repairs are available at Yeosu, about 23 km. by launch, 

fers are also available, but both are expensive. 

émen: From the time of obtaining Clearance to the time of sailing, 

sons Guard lives on board. 

ation: Possible. Normally by launch to Yeosu then by mini-bus 

psu Airport. 

GMT plus 9 hours. 

Passes: Necessary for aliens, renewed weekly. Korean crew have 

Seaman's Books kept by Immigration until sailing time. As the dock 

§ about 5km. from ship and Kwangyang about 25km., it is 

to hire a mini-bus from the Agent at about U.S.$40 per trip. 

e: No telephones available from shore. 

local chandler can deliver alongside by truck. Western style 

#0 dry stores are usually imported and expensive, fruit and fresh 

bles plentiful in season. Spares are not easy to obtain. 


Declaration of Weapons 

4syou might know, the Republic of Korea is in a “Quasi-War’ 

%vs with North Korea. Therefore, national security is of the 

ost importance in our country. 

‘or the above mentioned reason, you must declare/report any 

"5, bullets, explosives, etc., to this country. 

Atthe time of your departure from this port, you will be permitted 

‘he Custom’s Office to take your weapons with you. 

“or your own peace of mind, however, the overall security in 

oe well provided for and it is therefore unnecessary to carry 
ns. 


‘ddtionally, you are reminded that failure to properly declare/ 
your weapons is illegal and punishable by law. 
nk you for your co-operation. 


Oiler tees, hans wo ees Perel Customs Director. 
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Kuwait 


GENERAL 


VISA REGULATIONS: Crew Changes: Crew members joining ships at 
Kuwaiti ports can enter Kuwait with a valid Seaman's Book, against a 
“Seaman's Guarantee Letter” from Agent, allowing 24 hour transit only 
to join a vessel in port. 

For the preparation of a Seaman's Guarantee Letter (S.G.L.) and to 
arrange an “Airlines OK Board Telex” from Kuwait (to allow crew to 
board a flight to Kuwait without Kuwaiti visa), please telex the following 
particulars to vessel's Agent: 

Full Name 

Nationality 

Seaman's Book Number/Date and Place of Issue 

Age/Date of Birth 

Profession 

Flight Details 

Once a seaman enters/joins vessel on S.G.L. as above, it is not 
permitted for him to sign off/leave the vessel in Kuwait due to Immigration 
restrictions applicable to seamen entering on S.G.L. 

Visitors to ships, repairmen and business visitors should obtain a visa 
before travelling to Kuwait. It is also possible for the Agent to obtain a 
visitor's visa (N.O.C.) locally in Kuwait. However, visitors must send, 
15 days prior to arrival, a photo-copy of the passport pages containing 
full passport particulars (imperative) and 3 passport size photographs 
to the Agent in order to apply for such a visa. 

SPARES/MAIL: Air Freight of Ship's Spares, Mail etc.: Air-freighted 
spare parts and ship's mail should be addressed to the Master c/o the 
Agent, and marked: “Ship's Spares (Stores) in Transit’ and be 
accompanied by packing list and commercial invoice and Certificate of 
Origin both in original, with name and address of manufacturer 
(imperative) and certified by Chamber of Commerce and legalised by 
any Arab Embassy/Consulate. 

Contents and weight of consignment should be correctly stated in all 
documents and air way-bill. 

Customs clearance formalities and delivery of air freight consignments 
in Kuwait will take 10-14 days. It is, therefore, advisable to despatch air 
freight parcels sufficiently well in advance of ship's arrival. The flight 
details and air way-bill number should be telexed to the Agent enabling 
the Agent to collect delivery order from the airline and commence 
clearance formalities immediately. 

N.B.: No documents are needed for ship's mail. It is advisable to send 
ship's mail/printed matter/documents by air courier, due to faster 
handling at airport, and to avoid the lengthy procedures applicable to 
air freight consignments. 

PACKING REGULATIONS: Chemicals in Bags: The following is from 
the Director General, Ports Public Authority. 

“You will appreciate that chemical materials arriving in bags require 
careful and special handling to prevent tearing and contamination, and 
we would, therefore, request you to ask all Steamship Agents and 
Owners of vessels to give their best attention to shipments of this type 
of cargo, in an effort to ease its handling by the stevedoring labourers 
without obstacles. 

The bags should properly be bundled and placed on pallets, covered 
by thick plastic and/or canvas covers for safety and security of the cargo 
and fast discharging. 

It should be noted that unless this type of cargo is shipped on vessels 
under the condition mentioned above, the Ports Public Authority shall 
not etl discharging and the cargo will remain on board the on-carrying 
vessel”. 

In Transit and Kuwait Cargo Mixed Together in Ships’ Holds: The Kuwait 
Ports Public Authority have reported a recent incident which occurred 
during discharge of cargo from a vessel. 

The berthing of the vessel as usual was arranged according to the 
cable from the Master that Kuwait cargo was clear for discharge in all 
respects, but when the discharging operation was carried out, they 
observed that the in transit and Kuwait cargo in all hatches were mixed 
together. Such being the case the Ports Public Authority were compelled 
to move one truck out to receive Kuwait cargo, and then bring back the 
truck of receivers of the in transit cargo, and so on until the discharging 
was completed. This situation naturally entangled the work altogether 
and caused considerable delay in discharging the cargo from the vessel. 

Therefore, the Ports Public Authority have requested that we draw 
Principals’ attention to this and ask you to take good care in stowing 
cargo properly in ships’ holds and that it not be mixed together. 


MINA ABDULLA: 29.02 N. 48.11E. (See Plan) 


LOCATION: Mina Abdulla bounded on South by parallel of Lat. 28° 56’ N. 
on the East by Long. 48° 18’ E. and on North by a line joining following 
points: 


(1) 29° 01' 45” N. 48° 09’ 25” E. 
(2) 29° 01' 45" N. 48° 10’ 06” E. 
(3) 29° 02' N. 48° 10’ 18” E. 
(4) 29° 02' N. 48° 18’ 00" E. 


FLAG: Every merchant ship when entering or leaving port between 
sunrise and sunset shall fly her national flag and national flag of Kuwait 
and, when entering port, shall fly her signal letters. All vessels required 
to fly Kuwait flag on foremast during daylight hours. Flags may be 
obtained from Agent. 
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APPROACHES: Mina Abdulla is easily located as it is the Souty 
refinery of the group of refineries which form Ahmadi, Shuaib,. Ves 
Abdulla. A number of flares will be seen. The Sea Islang figomat 
about 3 miles offshore of the refinery. 

When a vessel is ready to enter at the same time as (1) 
is ready to leave the port, the outgoing vessel shall have p.. @ 
the incoming vessel, subject always to the provisions of the | 
Regulations for Preventing Collisions at Sea and to the requ 
safe navigation. ip 


DOCUMENTS: Before leaving Kuwait the Master shall be , 
for obtaining a Port Clearance Certificate. The documents 
vessels to enter and leave Mina Abdulla are: 


Eney Manif oo" 

ip's Manifest. 
Bill of Health. game 
Crew List. gfe 
Clearance from Last Port. oortsca 
Light Dues Certificate. phe | 

Leaving pons 
Register. my V 
Load Line Certificate. spinon 
Radio Certificate. pieave 
Safety Certificate. No a 
Last Port Clearance. proto? 
Masters and Agents of vessels shall, when called upon by agit? ? 


Officer or Marine Officer, produce any documents relative to the 
or shipment of their vessel's cargo in the port. The Masty 
representative is required to hand to the Company a written 
Readiness to load. 

wre wk certificates of oil cargo loaded from Kuva' 
Partition one ports are to be sent to vessels’ local 
immediately duly attested by the Customs Authorities ay 
Consulate covering full quantity as per Bill of Lading. 

If a vessel which has not submitted the certificate for the 
voyage calls for the second time, she will be allowed to load 
only after paying a cash deposit of KD 2,000. 

In order to avoid delay in berthing, loading and outward cle 
vessels, all owners must give instructions to Agents at dischargny 
to forward relevant cargo discharge certificates to Agents at | 
without delay. 


PILOTAGE: Pilot normally boards the vessel about 1.0 miles - ‘ae 
to the Eastward of the Sea Island. Vessels are requested to ham 
ladder of approved pattern, safely and securely rigged, and 
immediate use. When it is necessary for a vessel to ancho 
berthing, she should do so in the recommended anchorage ares 
times a Pilot will be available on the Sea Island. 

Vessel with a Pilot on board shall display International Code 
in a prominent position whilst manoeuvring under his advice, ant 
if so instructed by Pilot, display a flag indicating berth to which 
is proceeding. 


ANCHORAGES: Vessels requiring to anchor for any reason in NW) 
should do so within area enclosed between positions: “ee 
29° 02' N. 48° 14.3' E. 
29°02'N. 48° 15.1" E. e) 
29° 01.2'N. 48° 15.1’ E. 
29°01.2'N. 48° 14.1’ E. te 
or within reasonable proximity to the East if congestion Q)! 
anchorage area. ) 
All vessels and craft within the port shall be navigated with 
caution, at a speed, and in a manner which shall not endanger the 
of other vessels or craft. In particular, special care and caution® it 
observed in passing vessels or craft of the following category ) 
lifting or deeply-laden craft, vessels or craft in tow and vessels# 
engaged on diving, dredging, grabbing, pile-driving or construct” 
survey operations or the removal of obstructions. Q) 
All vessels within the port shall anchor, or moor and unmo0!_© 
and where required by the Pilot, and shall be moved from place ® 
as required and by such means or appliances as may be Or 
the Marine Officer. pore 
Vessels or craft shall not anchor near any submarine lines we rn 
port limits, unless engaged on work which, in the opinion of tt’ 5 
necessitates their doing so. com 


MAX. SIZE: Mina Abdulla Sea Island consists of 2 berths, prim 
loading, although unloading facilities are also available. The 0 
berth (No. 19) is designed to receive tankers up to 276,008 
displacement in ballast to load products and can also accom 
loaded tankers of 35 ft. It is envisaged that loaded tankers wil ® 
handled in an emergency. 

The inshore berth (No. 18) is designed to receive tankers from 
to 140,000 tonnes deadweight in ballast annd can also accom™ (6) 
loaded tankers of 25,000 — 90,000 tonnes deadweight in emery ana 

The minimum depth of water at Berth No. 19 is 59 ft. and #*atl 
No. 18 minimum depth is 57 ft. *st 
June 1993: Max. size 276,000 d.w.t. Max. draft 16.92 m. Nat‘Bow 
350 m. Emer 


“i 

MOORING: Pilots may decline to moor any vessel if in his op™ ie 
not equipped with satisfactory mooring facilities, lines and ge# § ther 

The Sea Island consists of 6 mooring dolphins and 8 to 
dolphins all connected to the loading platform by walkways. git 

Mooring hooks and capstans for handling ropes are providet i ead 
are of the quick release type, and in an emergency © "ou 
immediately released from the Control Tower. A shore OF ob 
provided at each berth. ~ WED 

All vessels berthing at Mina Abdulla must be provided with@™ Qu, 
of 8 mooring ropes forward and aft. he 
HEALTH: Quarantine regulations administered by Kuwait Gowers Tog 
Quarantine Medical Officer. Pratique granted at anchorage 


pr 
Loac 
oa: 


| 
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calling at Mina Abdulla are requested to send following 
my os to “Health Shuaiba Port” via Harbour Master at Mina Al- 


of call. 
. condition of crew. 
of Cholera Certificates. 
t for Free Pratique. 
other than one having on board the Mooring Master or Port 
cer, may approach any vessel entering the port and no other 
may board any such vessel until Free Pratique has been granted. 
te covers shall be placed over all overside discharges. 
ees shall be responsible for ensuring that no unhealthy or 
. matter is deposited from their vessels on port premises. Any 
sster so deposited that is, or becomes offensive, or, in the opinion 
cot Health Officer, injurious to health, may be removed, 
“sed or destroyed and the place of deposit cleaned or disinfected 
~ grection of the Marine Officer at the expense of the Master 


vessel, having on board offensive goods, or goods which, in the 

of the Port Health Officer, are injurious to health, may be ordered 
the port by the Marine Officer. 

ashes, refuse or other objectionable matter shall be thrown 

id from any vessel either on to any premises or into any waters 


port yon ' 

NVHF: All communications are to be made through the vessel's 

ip with the request that they be passed to K.O.C. Mina Al-Ahmadi, 

gu Master and Marine and Export Operations Department. 

%) 2x70 ton bollard pull tugs are available to assist in berthing and 

spate to the Pilot's instructions, but will normally both be used 

sething, usually making fast on the starboard side, by means of 

*s each of which will be provided by the tug. 

“plugs are fully fitted with Fire Fighting and Dispersant spraying 
ent 


: All products are loaded at the Sea Island by means of rigid 
arms. They are all fitted with hydraulically operated quick 
stdisconnect couplings. 

“\sblack products are loaded by means of 10 in. connections and 
wie products by 16 in. connections. 

*maximum loading rate will be approximately 2,000 t.p.h. for white 
1,500 t.p.h. for black oil. 

Mi} son: The incoming oil stream is pumped from shore and it is 
ely dangerous to close a ship's valve against the incoming oil 
@. Such a procedure creates an excessive pressure, which may 
g submarine lines, ship's pipelines or the terminal facilities. 
swill be held liable for damages resulting from failure to observe 
pecaution. 

'*| xing and discharging of petroleum vessels shall not be undertaken 
wt permission of the Oil Movements Department. 

wing and discharging of petroleum vessels shall not commence 


‘Master or Chief Officer has certified to the Oil Movements 
miment that all necessary valves are open and that vessel is in 
me condition to receive or discharge cargo. 

‘Master or Chief Officer has certified to the Oil Movements 
}ment that all ship's sea valves are closed or blank flanged except 
fequired for water circulation purposes, and that these regulations 
tng and will be observed. 

)Ship's tanks have been inspected by an authorised inspector and 
#1 as suitable for loading. 

‘wughout period of loading and discharging operations, following 
tions shall be observed: 

/Aresponsible Ship's Officer shall be on watch on board at a point 
fanks which are receiving oil during process of loading. The 
anys staff have received instructions to stop loading immediately 
ever this rule is disregarded. 

. !Acapable member of ship's crew shall be stationed by ship’s tank 
p “which are receiving oil during loading. 

}// All pipelines shall, while rigged for loading or discharging 
"um, be directly and continuously earthed and kept constantly 
h ®supervision. 

No petroleum shall be allowed to escape or overflow. 

‘The following signals will be observed, as well as the radio 
unications, between ship and shore: 


Signal Flag Light Signal 

by Day Starting by Night 

1 Red Flag Slow Speed _1 Red Light 

2 Red Flags Full Speed 2 Red Lights 
Stopping 

1 Red Flag Slow Speed 1 Red Light 

All Flags Down Stop No Lights 


) When normal ship-to-shore communication fails, the emergency 


#10 stop the oil flow will be a continuous blast on the ship's whistle 
eoll ceases to flow. Steam or air should never be shut off from 
8 during loading. When practical, means should be provided for 
9 the whistle from the after section of the cat walk. Whenever an 
"cy Whistle Signal is used, all loading operations in the berths 
: Shut down until normal communication is restored. For this reason 
"quested that ships in the area refrain from using ship's whistle for 
&ssential purposes. 
nes: Masters are warned that their load lines are subject to 
by the Port Officer from Mina-Al-Ahmadi on completion of 
‘ hed bunkering. It is in their own interest therefore, to observe the 
te » 88 vessels are liable to be delayed and have to pump ashore 
“£4 if overloaded, and Port Clearance withheld. 
‘ : Patients will in normal course of events be treated by 
| eg Medical Officer on board. Neither medical nor hospital 
%e ae provided by the Company. However, in cases of emergency 
viring urgent hospitalisation may be taken by vessel's Agent. 


KUWAIT 


BALLAST: As soon as practicable after arrival, all vessel's tanks will 
be inspected for evidence of oil in ballast. During discharge of ballast, 
similar inspections will continue. If evidence of oil appears at any of 
these inspections, the ship must return at once to a point not less than 
100 miles from the coastline and there clean tanks and segregate slops. 

Masters will be required to sign a declaration certifying that any water 
ballast intended for discharge from vessel is clean and free from oil. 

No deballast reception facilities are available. 

POLLUTION: Cases of discharging dirty ballast or oil spillages will be 
investigated and vessels are liable to fines and/or detention. Vessels 
shall not discharge into the water of the port any part of the content of 
their cargo, slop, or ballast tanks or bilges which is liable to pollute these 
waters. Masters shall ensure that pipeline and equipment are clean 
before using them for discharging anything into the water of the port. 
Scuppers shall be plugged effectively and no leakage or spillage of 
petroleum on board shall be allowed to leak or be swept overboard. 

The State of Kuwait has stringent laws in force concerning the pollution 
of the sea by oil. The following are 2 amended paragraphs of this law: 

Paragraph 1, Art. 4. “A person responsible for any pollution as 
described in Articles 1 and 2 shall be punished by a fine of not less than 
1,500 Dinars and not more then 40,000 Dinars. In the event of his 
committing a similar crime within a period of 1 year from the date of his 
conviction, such a person shall be punished by a fine of not less than 
3,000 Dinars and not more than 40,000 Dinars, and in the event of his 
committing yet another crime within a year from this last conviction he 
shall be punished by a fine of not less than 6,000 Dinars and not more 
than 40,000 Dinars”. 

For each offence a bond of 40,000 Kuwaiti Dinars must be deposited 
prior to release of vessel. 

Paragraph 3, Art. 6.. “The person responsible for pollution may 
suspend the detention order against the ship on payment, as a cash 
guarantee, of 40,000 Kuwaiti Dinars to the official entrusted with the 
execution of such order’. 

TIDE: The maximum tidal range is 10 ft. 6 in. and velocity of tide is from 
0.5 to 2 knots. 

DENSITY: 1025. 

FRESH WATER: Cannot be supplied at Mina Abdulla. In case of utmost 
need Agent may hire a barge with a capacity of 100 tons of fresh water 
from Kuwait, and send to Mina Abdulla. 

FUEL: Fuel oil bunkers can be loaded in either berth at a max. rate of 
500 t.p.h, thus raising the max. loading rate of either berth by 500 t.p.h. 
for fuel oil cargoes only. 

CONSULS: See “Shuwaikh”. Consuls are situated just outside Kuwait 
town, some 30 miles from the terminal. 

CERTIFICATES: There is no organisation for dealing with Derat 
Certificate at Mina Abdulla. Agents are responsible for presentation of 
Oil-discharging Certificate to Customs Authorities as guaranteed by 
them. All Cargo Discharge Certificates duly attested by the Arab 
Consulate are to be sent to Agents directly. 

REPAIRS: No facilities. 

CUSTOMS: Import of firearms and ammunition is forbidden. Under 
Kuwait Law No. 46, it is an offence to sell or trade liquor within the State 
of Kuwait. Any person convicted for selling, purchasing, giving away, 
accepting or acquiring in any manner, liquor or any intoxicating drinks 
for the purpose of trading and marketing shall be punished by a 
maximum 3 year’s imprisonment and a maximum fine of KD. 300 or by 
only 1 of the 2 aforesaid penalties. Alcoholic beverage is strictly 
prohibited to be held out of bond. Master allowed to keep limited quantity 
in his cabin. 

REPATRIATION: See “Visa Regulations” under General before first 


port 

AIRPORT: Kuwait. 

TIME: GMT plus 3 hours. 

PROVISIONS: K.O.T.C. does not provide any chandlering facilities. 
Masters of vessels calling at Mina Abdulla must arrange for supplies 
through ship’s Agent. Foodstuffs, beverages, tobaccos, etc., are 
available from ship chandlers in Kuwait in limited kinds and quantities. 
Prices a little more expensive than in Kuwait due to long transportation. 
Ship’s Agent should be advised by cable well in advance. 

SHORE LEAVE: At present, crews not allowed ashore at Mina Abdulla, 
and this rule will be strictly adhered to. 

GARBAGE DISPOSAL: Vessels have to retain garbage on board. 
WASTE OIL DISPOSAL: No service available. 

SEAMAN‘S CLUBS: None. 

CURRENCY: Kuwaiti Dinar. 

REGULATIONS: Main engines shall always be kept ready for use. 
Steam pressure shall be maintained at minimum necessary to operate 
auxiliaries and to manoeuvre in case of need. Deck steam is to be 
maintained at all times. 

Engine repairs which may prevent working of main engines may only 
be undertaken with written permission of the Oil Movements Department. 

Master shall at all times retain on board sufficient crew to work vessels. 

Vessels shall have both anchors ready for immediate use on arrival 
and departure. 

Vessels berthed at sea terminals shall not carry out engine trials 
without permission of the Oil Movements Department. 

No swimming in vicinity of vessels or from vessels in berth is allowed. 

DEVELOPMENTS: The CBM berths formerly used have been removed, 
but the pipelines and ground tackle remain in place. The former position 
of the CBM berths, which are about 1 mile South of the Sea Island, are 
marked by a navigation buoy and Masters are cautioned from anchoring 
in this area. 
AUTHORITY: Kuwait National Petroleum Co. (KSC), Mina Abdulla 
Refinery, P.O.Box 69, Safat, 13001-Safat-Kuwait. Te/: (965) 3260233, 
Ext. 3232/3535. Telex: Kunpema 44204 Kt. Cables: Kunpetco-KWT- 
Marine, MAB. FAX: 3260280, 3261704. Contact: B.P.N. Sinha, 
Superintendent — Oil Movement. 

All shipping movements are directed by Mina Al-Ahmadi Harbour 
Master. FAX: 3262265. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 TAN 


MINA AL-AHMADI: 29.04 N. 48.09 E. 


OPERATORS: Kuwait Oil Company. 
LOCATION: Port of Mina Al-Ahmadi is open roadstead situated on 
Western shores of the Gulf. 
PORT LIMITS: From the shore at Lat. 29° 02’ 50” N. Eastward to Long. 
48° 09 ' 42” E. Thence in a S.E. direction to position Lat. 29° 02’ 45” N., 
Long. 48° 09’ 47” E. then in an Easterly direction towards Long. 
48° 11' 30” E. and the Northerly limit Lat. 29° 10’ 00” N. from the shore 
to Long. 48° 11' 30” E. 
Note: Southern limits liable to slight modification due to Shuaiba Port 
expansion. Changes of no consequence to visiting vessels. 
FLAG: National flag of Kuwait is to be flown at foremast head during 
vessel's stay in port. 
DOCUMENTS: 
1. To obtain clearance inwards, following documents required by 
Agents: 
(i) Ship's Register. 
(ii) Safety Equipment Certificate. 

(iii) Safety Radio Certificate. 

(iv) Load Line Certificate. 

(v) Last Port Clearance. 

(vi) Two copies of Crew List showing names, nationalities and 

Passport/Seaman’s Book numbers. 
Items (i) to (v) are returned to Master together with Port Clearance (valid 
24 hours only) prior to sailing. 
2. Customs boarding officers require following: 

(a) One copy of Crew List. 

(b) Log Books covering period from last visit. 

(c) Gear Customs Declaration Form (supplied by boarding 

officer). 

(d) List of Ports visited with arrival and departure dates since last 

visit (form also supplied by boarding officer). 

(e) Completed Ballast Form (form also supplied by boarding officer). 
3. Immigration Officials require the following: 

(a) hele Passport or Seamen's Book — the latter is preferable for 

landing. 

(b) Letter of Guarantee from Agents. 

(c) Two copies of Crew Lists. 

4. Early Departure Procedure: KOC Documents Section are now 
operating an Early Departure Procedure to cut down delays in 
documentation. Masters may opt to use this scheme, full details of which 
can be obtained from KOTC. Those vessels not accepting this system 
of documentation are unberthed to anchorage to await documentation 
and therefore subject to delay in sailing until documents are ready and 
delivered onboard by launch. Weather conditions may prolong such 
delays on occasions. 

5. Discharge Certificates: Discharging certificates of oil cargo loaded 
from Kuwait and neutral zone ports are to be sent to vessels’ local Agent 
immediately, duly attested by Customs Authorities and Arab Consulate 
covering full quantity as per Bill of oa, 

If a vessel, which has not submitted the certificate for the previous 
voyage, calls for the second time, she will be allowed to load and sail 
only after paying a cash deposit of KD. 2,000. 

In order to avoid delay in berthing, loading and outward clearance for 
vessels, all owners must give instructions to Agent at discharging ports 
to forward relevant cargo discharge certificates to Agent at loading ports 
without delay. 

NAVIGATIONAL AIDS: 

Current hydrographic information may be obtained by radio from the 
“Middle East Navigation Aids Service, Bahrain”. 

Lights and Fog Signals: A fog signal on the extreme South end of South 
Pier — MAA with characteristics of one 3-second blast every minute. 
Approx. position Lat. 29° 03’ 42” N., Long. 48° 09’ 42” E. 

A fog signal situated on the North Pier with a characteristic of 
2.5 second blast, 3 second silence, 2.5 second blast, 3 second silence, 
2.5 second biast, 46.5 second silence, Approximate position 
Lat. 29° 07’ 24” N., Long. 48° 09’ 00” E. 

A fog signal situated on MAA — KOC Sea Island with a characteristic 
of 2x3 second blasts every 90 seconds. Approximate position 
Lat. 29° 06’ 48” N., Long. 48° 17’ 29" E. 

A fog signal situated on MAA — KOC Single Point Mooring with a 
characteristic of a 10 second blast every 60 seconds. Approximate 
position Lat. 29° 06.9’ N., Long. 48° 19.2’ E. 

A fog horn situated on the Shuaiba Petroleum Products Pier — SPPP 
— with a characteristic of a 3 second blast every 17 seconds. 
Approximate position Lat. 29° 02’ 46” N., Long. 48° 10’ 46” E. 

A fog horn situated on the Mina Abdullah Sea Island — MAB — with a 

characteristic of prolonged blast duration of 2 seconds on and 18 
seconds intervals off. Followed by morse “LI. Approximate position 
Lat. 29° 01.5’ N., Long. 48° 12’.45” E. 
PILOTAGE: Vessels should arrive with sufficient clean ballast for safe 
manoeuvring under prevailing weather conditions. Under certain 
conditions the Pilot, after consulting the Harbour Master, may require 
additional ballast to be run in before berthing. 

All berthing, unberthing and manoeuvring of vessels within the port 
limits, restricted area and prohibited anchorage must be done under the 
supervision of a KOC Pilot. 

It is the duty of the Master to inform the Pilot of any special conditions, 
difficulties, or peculiarities whatsoever pertaining to his vessel which 
might impose hazards in connections with the handling, mooring, 
unmooring, loading or discharging of the vessel. 

The Pilot boarding places for North Pier and Shuaiba Petroleum 
Products Pier (SPPP) are 2 miles East of the respective piers, and for 
the offshore terminals (MAA-SPM and MAB-Sea Island) 2 miles off the 
terminals, or any other place advised by the Duty Harbour Master. 
Caution: Vessels are cautioned to keep well clear of the port area and 
on no account to pass within a distance of 2 miles of all terminals without 
a Pilot on board. 
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ANCHORAGES: The suggested anchorages in the Por y 
Ahmadi, SPPP and MAB-Sea Island have been laid out kt 
shipping in general. These anchorage areas are outside of 
and clear of the prohibited anchorage and restricted areas 
the anchorages range from 10 to 15 fathoms, the seabed is y 
soft coral with mud patches and affords good holding groung 
Incoming vessels are assigned berths by the Harboy 
accordance with time of arrival, type of cargo required, Sieg 
and loaded draft. Endeavour is made to berth vessels on 
Masters will be advised, prior to arrival, of the pier at whig 
berth. If a berth is not available, vessels will be requested tp 
one of the four anchorages as follows: 
1. To the North-West or South-East of MAA-SPM. 
2. To the East of the North Pier, outside of the port limits 
North of the Prohibited Anchorage. * 
3. To the East of the South Pier, outside of the port limits ang, 
the Southern limit of the Prohibited Anchorage and the ly 
port limit of Shuaiba Port. 
4. To the East of MAB-Sea Island (For both MAB-Sea 
SPPP vessels). 
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To the East of the port limits exists a Prohibited Anchoray os 
Restricted Area which embraces the MAA-Sea Island and Por 
feeder pipelines. 16 

Positions of these areas are: 99 

res 05’ oe N. 29° 05' 00'h 

Py ° 11’ 30” E. to 48° 15’ 00" 
Prohibited Anchorage 29° 07' 00"N. 29° 07' 00's : 
48° 11'30"E. 48° 15'00'— 
05’ oat ~ to 29° 05’ 00'h 

; RAS "E. 48° 20' 00 € 
Restricted Area | 29° 05’ 00" N. 29° 05’ OO’ : 
48° 15' 00" E. 48° 20'00'E 4 

Prohibited anchorage for Mina Abdulla is the area formed) 69 
joining the following position: 10 

1. 29°02.0'N. 48° 13.0'E. 3 

2. 29°00.8'N. 48° 13.0’ E. Vess 

3. 29°00.8'N. 48°09.5' E. ye wit 


4. 29°02.0'N. 48°09.4' E. 
HEALTH: Vessels calling at Mina Al-Ahmadi are requested to 
following information to “Health Minahmadi Port": 

(1) Name of vessel. ¢ 

(2) Last port of call. 

(3) Health condition of crew. 

(4) Validity of Cholera Certificates. 

(5) Request for Free Pratique. 

Free Pratique will be considered at the discretion of the 
Officer, and vessels must hoist the yellow flag unless they are 
by Agent or Harbour Control that Free Pratique has been g 
Regulations. 

(i) All vessels must exhibit quarantine signals until 
formalities are completed or Free Pratique granted. 
International Code Flag “Q”; by night, red light over 
No person other than the Pilot is allowed to board any 
either alongside pier or at anchorage until pratique 
granted. 

(ii) Valid Cholera Certificates will be required from travellers 
from infected areas with the exception of children under 

(iii) Ratguards must be fitted to all moorings — this is being 

enforced. 

(iv) Maritime Declaration of Health Form (supplied by 

Quarantine Officer) to be completed. 

(v) One copy of Crew List containing dates of vacci 
inoculation is required. 

(vi) International Certificates of Vaccination and Inoculate 

available for inspection if required. 

(vii) Details of air-conditioning available in vessel (form 


boarding officer). Rec 

(viii) A valid Derat Certificate must be produced. Facilities are at 0 
locally for renewal. feP 
RADIO: Boo 


1. Station: All radio communications to the Kuwait Oil Company! Ty 

be quoted in Greenwich Mean Time and should be routed® 

Kuwait Coast Station 9KK, details of which are given below: br 
412G Al Kuwait (9KK) Lat. 29° 10’ 09” N., Long. 47° 45'@ 


Frequency Hours 
(9KK) 430", 450,500 A1,A2  2kW. 0300-210 Ss! 
(9KK2) 4,287 Al 0.75 kW. On requés 
(9KK3) 6,370 Al 0.75 kW. On requis Ve 
(9KK4) 8,525 Al 0.75 kW. 0300-210 
(9KK5) 12,895 Al 0.75 kW. 0300-21 
2,182, 2,200, 2,750 A3 0.1 kW. 0300-210 


*On request. a 

Procedure: Transmits traffic lists on 450 kHz each even ho ive 
and 12,895 kHz each odd hour plus 35, listens for 30 mins. et 
2,750 kHz each odd hour plus 05. an pelle 
2. ETA: 72 hours before arrival Masters should transmit to 
Harbour Master through the Agent the following information rege 
Kuwait Oil Company. 

. ETA. 

. Last port of call. 
. Deballasting time. AVA 
. Loading capacity while deballasting. Sou 
Maximum loading rate. M 
. Bunker type and quantity. M 
. Arrival draft. 
. Sailing draft. M 
. Maximum loaded draft. M 
LOA. R 
. Beam. 8 
. Light freeboard. 


Soo 
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val displacement. 
displacement. 

pyly laden displacement. 
* cnmer deadweight. 


yonce of any repairs which may immobilise vessel. 
P cra should be confirmed 24 hours before arrival. The Master 
gso provide Agent with following information prior to arrival: 


ETA 

+ (ast port of call. 

| py sickness on board. 
;Number of crew members unprotected against Smallpox. 

‘yymber of crew to see doctor or dentist. 

4j requirements — provisions, supplies, lubricating oils, repairs, 
sores, machinery for landing, crew repatriation, etc. 

any special requirements regarding cargo documents. 

j Any repairs prior to loading. 

,short range VHF Radio Telephone. Port control system is in 
») and continuous watch is maintained on International Channel 
aa working Channels are: 

Port Control — Harbour Master. 

Harbour Master, Pilots, tugs, North Pier, South Pier and 
SPPP Supervisors. 

MAB S/| and craft, S/B and Operations channel. 

SPM Operators. 

MAB S/I Operations. 

General port working. 

General port working. 

General port working. 

General port working. 

Operations. 

Operations. 

4 Operations. 

sss bound for Mina Al-Ahmadi should make contact, as soon as they 
yon range, calling “Mina Al-Ahmadi Port Control” on Channel 73. 
4s Channel 16 is reserved for calling, safety and emergency, 
ys should refrain from using this Channel unnecessarily. 

OF READINESS: Vessels are accepted for loading either by 
gven a range date or “As convenient”. If a crude oil loading tanker 
Jes within her nominated range date (a 3 day period) her Notice of 
ess will be taken as the time of her arrival whether or not she is 
eon arrival. An LPG vessel is nominated an “Acceptance Date” 
‘day and her Notice of Readiness will likewise be taken as the 
wher arrival, whether or not she berths so long as her arrival time 
her range. If a vessel arrives “As convenient’ or for lifting 
only then her notice of readiness will be taken as the time that 
Pit boards. Time of anchoring, together with position relative to 
respective pier should be advised to the Harbour Master by VHF 
son as possible. All vessels at anchor are required to be ready 
sept of 1 hour's notice from Port Control, this notice will be given 
if and vessels should ensure an efficient watch is maintained to 
e notice. 

melation of Notice of Readiness: In all cases, including vessels 
gRange Dates, if after having received 1 hour's notice a vessel is 
rady to berth when Pilot boards, at the expiry of that notice the 
a Notice of Readiness will be cancelled and the Pilot withdrawn. 
new Notice of Readiness will be the time the Pilot re-boards the 
#concerned. As vessels are normally berthed in strict Notice of 
mess sequence, a vessel could lose considerable time through not 
oad and arial should ensure that delays of this nature do not occur. 
R: Damaged. 

#:K.0.C. maintain 5 diesel tugs for port use. They are 5,200 h.p. 
}Pidesignated bollard pull of 70 tons. 2 tugs are normally on duty at 
"es. Hire charges for the services of Pilots, tugs and rope launches 
wvered by comprehensive port charges. Under normal operating 
mons no tugs or other craft will come alongside the vessel before 
Yotboards. Ship's personnel must not signal for tugs or other boats 
‘me alongside. 

% will make fast during all berthing operations, two lines will be 
®lo the vessel. A messenger line is recommended for handling 
‘ines from the tug to the vessel's deck. Tugs could also be used 
‘eating purposes. 

RINGS: When at berth, vessels must be moored to entire 
"ction of Pilot. Vessels must be ready at all times to put out extra 
as requested by pier personnel or dictated by weather 


% 
# 
i) 
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ra Al-Ahmadi is subject to sudden fierce squalls; winds of 70 knots 
“been recorded, therefore vessel's mooring lines must be checked 
*iilly to prevent excessive movement of vessel in berth. Experience 
| sStown that wholly synthetic moorings have too much elasticity and 
Yessel to range or drift away from the berth during periods of 
® weather. Whilst these moorings are acceptable as head/stern 
15 tis felt that the ideal breast moorings should be of wire or a wire 
‘ombination with the end being sent ashore fitted with a synthetic 

“or tail. This type of mooring provides the necessary elasticity 
Sti being able to hold the vessel in position. All vessels moored 
atc tension winches must set the manual brakes on these 


Tory THE FOLLOWING FACILITIES AND SERVICES ARE 
na LE AT PRESENT (JUNE 1993): 


80,000 tonnes d.w.t. 

13.72 m. (Crude and products). 
14.02 m. (LPG). 

292.6 m. 


- Beam No restriction. 
y S: Height of manifold — 65 ft. (maximum). 
"251 Facilities: co , 


KUWAIT 


North Pier: 

Max. Size: 300,000 tonnes d.w.t. (Part load — 
crude and fuel oil). 

Max. Draft: 16.92 m. 

Max. LOA: 454.3 m. 

Max. Beam: No restriction. 

Restrictions: Height of manifold — 85 ft. (maximum). 

Ballast Facilities: None. 

SPM: 

Max. Size: 530,000 d.w.t. 

Max. Draft: 27.43 m. 

Max. LOA: No restriction. 

Max. Beam: No restriction. 

Ballast Facilities: None. 

Departure: Vessel to utilise Deep Water Departure 
Channel on leaving, due to high sailing 
draft. 

MAB SII: 

Max. Size: 276,000 tonnes d.w.t. (Berth No. 19). 

Max. Draft: 16.92 m. 

Max. LOA: 350.5 m. 

Max. Beam: No restriction. 

Restrictions: Height of manifold — 80 ft. (maximum). 

Ballast Facilities: None. 

S.P.P.P.: 

Max. Size: 100,000 tonnes d.w.t. 

Max. Draft: 15.85 m. 

Max. LOA: 427.8 m. 

Max. Beam: No restriction. 

Restrictions: Height of manifold — 65 ft. 


Ballast Facilities: None. 

THE FOLLOWING INFORMATION RELATES TO FACILITIES 
AVAILABLE IN MAY 1994: 

Vessels can berth at any time of the day and night. Berths are 
allocated by the Harbour Master depending on various factors and the 
berthing position is advised by VHF. All vessels must establish contact 
with Mina Al-Ahmadi Port Control before anchoring to ascertain position. 
Vessels should remain at 1 hour notice for berthing at all times and 
maintain a continuous listening watch on VHF Channel 16. 

The Port facilities consists of 4 Piers, 1 Sea Island and 1 SPM. 
South Pier: The South Pier is connected to the shore by an approach 
trestle, which leaves the shore in position Lat. 29° 04’ N., Long. 
48° 09’ E., and runs seaward in an 071° 26’ direction for a distance of 
4,200 ft. (1,280 m.). The “T” head is formed by the oil pier running 
Northwards in a 341° 26’ direction for 2,805 ft. (855 m.) and the South 
arm running in a 174° 26’ direction for 1,076 ft. (328 m.). The pier is a 
steel piled structure with a wooden deck, 24 ft. above zero tide. The 
South Pier has 4 oil-loading berths and 2 L.P.G. berths. New fendering 
system independent of main structure installed to berths towards sea. 
Vessel to provide safe access between ship and terminal. 

Bitumen Pier: A Bitumen Pier, for the export of Bitumen is located in an 
approximate position Lat. 29° 03.9’ N., Long. 48° 09’ E. The Pier 
approach projects out from the shore opposite the Bitumen plant in an 
071° direction for approximately 600 m. The Pier head is 100 m. long 
and runs in a 341° — 161° direction. Water depth approximately 20 ft 
6 in. (zero tide). Largest vessel to be accommodated 5,000 ton S.D.W. 
North Pier — MAA: The North Pier is situated 3.5 nautical miles North 
of the South Pier —- MAA and is connected to the shore by an approach 
trestle which runs seaward from Lat. 29° 07.1’ N., Long. 48° 08.2’ E. in 
a direction of 071° for a distance of 4,754 ft. (1,449 m.). The head is 
formed by the Oil Pier which runs Northward in a direction of 341° for 
a distance of 2,304 ft. (702 m.). The pier is a steel piled structure with 
a wooden deck, 20 ft. above zero tide. The North Pier has 4 oil-loading 
berths. An independent berthing dolphin and associated mooring dolphin 
have been installed as improved facilities at the South end of the Pier, 
together with an independent protective dolphin to improve docking 
facilities at the Northwest end of the Pier. Vessels to provide safe access 
between ship and terminal. 
Multi-pile Single Point Mooring: A Single Point Mooring is located in 
position Lat. 29° 06.9’ N., Long. 48° 19.2’ E. approximately 1.5 nautical 
miles East of the Sea Island. The SPM is currently mothballed. The hose 
strings have been removed to store. 
MAB -— Sea Island: This terminal has 2 cargo handling berths. This 
terminal is for loading products only which are fed to the terminal by 
4x24 in. white product lines and 1x24 in. black product line. This 
terminal is located in position Lat. 29° 0.175’ N., Long. 48° 12.27’ E., 
approximately 3.03 miles East of Mina Abdulla shoreline. The terminal 
is a steel piled structure in 59 ft. of water (zero tide), and lies in a 
323° — 143° direction, 1,350 ft. in length. The height above Chart Datum 
(zero tide) of the loading platform is 42 ft. Shore gangways available on 
this terminal. 
Shuaiba Petroleum Products Pier: This terminal has 4 product handling 
berths. It is approximately 1.1 miles East of Shuaiba Port and 1.3 miles 
South of Mina Al-Ahmadi South Pier. The terminal is connected to the 
shore by an approach trestle which leaves the shore at 29° 02’ 25” N., 
48° 09' 55” E. and runs seawards in an 062°T direction for distance of 
997 m. The “T” head is formed by the oil piers running Northwest in a 
331.5° T direction for 336.1 m. and Southwards in a 151.5° T direction 
for 453.7 m. Vessels to provide safe access between ship and terminal. 
Limiting Depths and Berth Lengths: 

Berth Depth at Zero Tide Nominal Length 

(ft.) (ft.) 


South Pier —- MAA 


1 47 930 
3. 47 930 
4. 48.5 960 
5. 41.5 765 
6. 43 705 
10. 49.5 1,050 
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Berth Depth at Zero Tide Nominal Length 
(ft.) (ft.) 
North Pier — MAA 
t1. 59 1,490 
12. 59 1,152 
15. 57 870 
16. 57 840 
Sea Island - MAA KOC 
20. 94 1,420 
21: 94 1,420 


Loading Manifold, Loading Connection Sizes: South Pier: Berths 5 and 
6 only are equipped with 10 in. cargo hoses and 8 in. bunker hoses — 


standard 150/ASA. 
Berth 1 is equipped with 


5 16 in. 
2X12 in. 


Berths 3 and 4 are equipped with 


Berth 10 is equipped with 


North Pier: 
Berths 11 and 12 
Loading Arms 


Berths 15 and 16 
Chicksan Units 


SPM: 
Berth 22 
Floating Hoses 


1x12 in. 
2x16 in. 
216 in. 


4x16 in. 
2x12 in. 


316 in. 
2X12 in. 
116 in. 
4x12 in. 


Cargo Arms. 
Bunker Arms. 


Cargo Arm, white products 
Cargo Arms, white products 
Cargo and Bunker Arms, black 
products 

Cargo Arms. 

Bunker Arms. 


Cargo Arms. 

Bunker Arms. 

Chicksan for P.C.NA. (Berth 12) 
Cargo Flanges. 


2x8 in. Bunker Flanges. 


Standa 


rd 150/ASA. 


2x16 Cargo Flanges. 


112 in. 
Standa 


Bunker Flanges. 
rd 150/ASA. 


Reducers: All vessels using the Port of Mina Al-Ahmadi should be 
equipped with reducing spools to fit these loading connections. These 
fittings should be in place, prior to berthing to help expedite the vessel's 


turn around. 


Crude/Product Loading Rates: The following table shows the crude and 
products available at each berth and the nominal loading rates. 


Grade 


Crude Oil 
Crude Oil 
Crude Oil 

HFO Bunkers 
HFO Bunkers 
HFO Bunkers 
HFO Bunkers 
HFO Bunkers 
HFO Cargo 
HFO Cargo 
HFO Cargo 
HFO Cargo 
LFO Bunkers 
LFO Bunkers 
LFO Bunkers 
LFO Cargo 
LFO Cargo 
LFO Cargo 
D.O. Bunkers 
D.O. Bunkers 
D.O. Bunkers 
Line Blend Fuel Oil 
Gas Oil & HSD 
Gas Oil & HSD 
Gas Oil & HSD 
Gas Oil & HSD 


Bulk L.P.G. 
HSD: High Speed Diesel. 


Nominal 
Location Rate 

(t.p.h.) 
SPM 11,000 
North Pier 7,200 
South Pier 2,100 
SPM 1,000 
MAB S/I 1,000 
SPPP 300 
North Pier 500 
South Pier 500 
North Pier 2,000 
South Pier 2,000 
MAB S/I 2,000 
SPPP 3,000 
North Pier 500 
South Pier 500 
SPPP 400 
South Pier 1,100 
MAB S/I 2,000 
SPPP 3,000 
South Pier 500 
MAB S/I 500 
SPPP 150 
South Pier 1,200 
North Pier 2,600 
South Pier 1,500 
MAB S/I 2,200 
SPPP 1,300 
South Pier 2,600 
SPPP 3,000 
N. & S. Piers 1,500 
MAB S/I 2,200 
SPPP 1,300 
N. & S. Piers 1,200 
N. & S. Piers 2,600 
MAB S/I 2,200 
SPPP 1,300 
South Pier 2,000 


L.S.F.O.: Low Sulphur Fuel Oil. 
A.T.K.: Aviation Turbine Kerosene. 


M.S.: Motor Spirit. 


P.C.NA.: Petrol Chemical Naphtha. 
Note: All blended cargoes containing crude oil as one of the components 
can be loaded at any crude berth. 

K.O.C. are in the process of installing a new metering system for 


Exports. 


Slops: A 10 in. slop-line is available on all berths on North and South 
Piers for reception of slops. For first 3 hours use of this facility is free, 
for each additional hour or part thereof, a charge is made. Reception of 
slops is necessarily slow and a vessel may be considerably delayed in 
having to pump slops ashore. Vessels are therefore expected to arrive 
with clean ballast and Masters are asked to certify that all tanks and 
lines have been thoroughly washed unless “Load on Top” techniques 


are being operated. 


MEDICAL: Patients will normally be treated at State Quarantine Clinic, 
where doctors are on duty between 0800 — 1200 hrs. and 1500 — 
2000 hrs. daily. In emergencies doctors are available any time. Patients 
requiring hospital treatment will be transported by Agents to either KOC 
hospital in Ahmadi or to State hospital in Kuwait. Dental treatment can 


be arranged by Agents. 
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FRESH WATER: Fresh water is not available at Ming M anche 
Vessels should contact their Agents for supply from alternat,. Te! 
such as Shuwaikh Anchorage, Shuaiba Port, etc. \ 
FUEL: Heavy, light and diesel fuel can be supplied on all 
SPM, where only heavy fuel is available and North Pier Where 
is not available. There are no bunkering facilities on the Bin, 

API Viscosity Sulphur gs 


Heavy Fuel 15.2-15.8 2,900-3,400 4.09 
Light Fuel 19.0-20.0 600 350xf 
Diesel Fuel 35.5-36.5 36 15 bt 


LUBRICATING OILS: The stock of marine products of Bp hi] 
Gulf Oil are maintained at Mina Al-Ahmadi and requests ing 
quantities are to be made in advance. All drums are to be 
deballasting or before loading. Vessels will not be allowed to 
than 9 drums after loading unless under special circu: 
depending on shipping congestion. No bulk luboil delivery 
available in Kuwait. 
CONSULS: Most friendly countries maintain Embassies or . 
in Kuwait Town. Cogs 
CUSTOMS: Customs Officials will board vessels to inspect iy 
to ascertain violation of Israeli Boycott Rules and seal the 
during stay in berth. An accurate list of alcoholic drinks in 
only is to be presented to the officials sealing the bond and t» 
not to be broken until vessel leaves the port. 

(i) Personal effects mainly required for personal use and ry 


® 

sale or purpose of commercial gain are allowed free » 

However, all other goods are subject to a 4% ad valorem 

value). Suppliers’ invoices and Certificate of Origin are A 

clearance. , 

(ii) Importation and the sale of alcoholic beverages is strictly 

(iii) All goods for landing from tankers must be declared to 
Customs Officer and necessary documentation complete, 

(iv) Israeli goods, goods made by companies having ines” 
branches in Israel, Israeli vessels and vessels trading > 
are boycotted and not allowed entry into Kuwait. 

IMMIGRATION: 

(i) Nationals of all friendly countries normally allowed to land 
forbidden entry into Kuwait. 

(ii) Transit visas should be obtained from Kuwait Em 


Consulates abroad. However, in emergencies entry visas 
arranged at airport. 


(iii) Transit passengers having valid connecting airline ticket 
port are allowed to land without visas up to 24 hours, e 
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to 48 hours if required. 

(iv) Seamen of all friendly countries normally allowed to lande 
to join vessels, without visas but on Agents guarantee 
information regarding names, nationalities, age, sex 
required by Agents in order to facilitate reception and i 
clearance. 

N.B. Thursdays and Fridays are Company holidays. 

(v) Seamen allowed to land for hospitalisation, repatriation, 
etc., on a written undertaking that all expenses are met by 
on behalf of Owners. 

(vi) Passports must be valid for Kuwait for citizens of all 
Stateless persons are required to have a visa before 
Kuwait. 

Also see “Visa Regulations” in “General” before first port. 

TIME: Kuwait State bases local time on the 45th meridian ( 

3 hours). This time is in force the whole year. 


STORING: Vessels can only be stored by barge at the anchorage 
storing alongside at the berth, trucks can only proceed to the 
the jetty. From this point hand carts are used to the berth. No 
can be used on the jetty. The labour force is supplied by 
Chandler who also deals with the Customs Regulations. 
SHORE LEAVE: Ship's personnel and passengers not permitted 
for any purpose whatsoever until pratique granted. All shore 
contingent upon compliance with quarantine regulations an'Bab 
limited conditions and hours, shore leave may be granted. # pat; 
should consult Agents to obtain the necessary passes. Tou 
DEEP WATER DEPARTURE CHANNEL: A comprehensive su™ f 
carried out to determine the route of the Departure Channel fort = 


‘ 
( 
| 
t 
L 


and deep draft vessels leaving the port of Mina Al-Ahmadi in@ 
condition. This channel is some 28 miles in length; it extends 
Sea Island Terminal to Madira Reef and is marked by 21 ligt 
and 2 light beacons, one established on Taylor Rock and the 
Madira Reef. In addition to the above aids, Madira Reef Ligt 
has been re-positioned further to the East and renamed Ahma? 
as a fairway mark. Water depth in the departure channel is 
to 100 ft. and above. Two shallow patches, one is about 9 
Sea Island with a minimum 91 ft. and the second is 14 miles 
Island with 92 ft. minimum water. Vessels which by reason of Ps 
are confined to this deep water channel and consequently 
their freedom to manoeuvre, will exhibit the following signals: ry 
(i) By day. A black cylinder 4 ft. long by 2 ft. in diameter te 
where it can best be seen. my 
(ii) By night. Four red lights vertically disposed spaced 3* &, 
with an all round visibility of 4 miles exhibited where “ies 
best be seen. we 
The exhibition of these signals in no way absolves any ber 
taking all appropriate action to avoid collision as requ @ 
International Rules and Regulations for Preventing Collisio®® 4 
but if a deep draft vessel is in doubt that an approaching vest ec 
giving her sufficient room to manoeuvre she should indicate se 
by giving at least 5 short and rapid blasts on her whistle. ry 
Vessels having less draft should, when able to do so, ae 7 
vessels exhibiting and sounding these signals and indicate ths te ~. 
by giving 1 short blast followed immediately by 1 long blast on y 
Normal sound signals for vessels in sight of another should the? 


wa 
> 


and fishing are forbidden within deep water Departure Channel. 
Channel is marked by the following buoys and beacons 


ord 


eto the |.A.L.A. “A” system 
pace 5 Position Port/ Starboard) 
fobut N. Lat. E. Long Character Special/Cardinal 
Goncal G 28° 57’ 33 48° 46’ 18 Qk. FI. G Starboard 
cy R 28° 56° 23 48° 46’ 04 Int. Qk. Fl. R Port 
pas YB. 28° 57’ 23' 48° 41° 52” V. Qk. FI(6)+ 
L. FI. W. 10 secs.S. Cardinal 
can R 28°56'41" 48°41'12" FIR. 10 secs. Port 
Conical G 28° 58° 23" 48° 39’ 00° Fl. G. 5 secs. Starboard 
Can R 28° 57’ 38" 48° 37' 49 Fl. R. 5 secs. Port 
Conical G 29° 00° 54” 48° 32’ 59” Fl. G. 10 secs. Starboard 
can R 29° 00’ 09” 48° 32’ 31 FI. R.10 secs. Port 
Conical G 29° 00’ 38” 48° 31’ 07” Fi. G. 5 secs Starboard 
oma BY 29° 00’ 27” 48° 31° 53” V. Qk. Fl. W N. Cardinal 
Conical G 29° 01' 20° 48° 28° 52” FI.G. 10 secs. Starboard 
Can R 29° 00' 22” 48° 31’ 27" Fi. R. 5 secs. Port 
Pilar Y.B 29° 02° 18” 48° 25' 34" V. Qk. Fl. (6)+ 
L. Fl. W. 10 secs.S. Cardinal 
Can R 29° 00’ 13” 48° 30' 51” Gp. FI. (3) 
R. 10 secs. Port 
paa Y.B.Y 29° 05' 27" 48° 21° 25" V. Qk. Fi. (9) 
W. 10 secs. W. Cardinal 
Can R 29° 01" 40" 48° 26' 38" Int. Qk. FI. R. Port 
Can R 29° 01' 46 48° 25' 44" FI. R. 5 secs. Port 
Can R 29° 01' 53) 48° 24' 50” Gp. FI. (3) 
R. 10 secs. Port 
Can R. 29° 03’ 18” 48° 22’ 53” Fl. R. 5 secs. Port 
Can R 29°05' 05" 48° 20' 26" FI. R.15 secs. Port 
Spherical Y. 29°05'38" 48°11'30" Qk. FI. Y Special 
Spherical Y. 29°05'59" 48°13'15" Qk. FI. Y. Special 
Spherical Y. 29° 06' 21 48° 15’ 00" Qk. FI. Y. Special 
yy Beacon 29° 01' 20 48° 34' 33" Int. Qk. FLW. — 
# Beacon 28° 56'03" 48°46'22" FILR.5secs. — 
Light Vessel 28° 50’ 40’ 48° 56’ 01" Fl. 12 secs. Lt/Vi. 
a 29° 07’ 00' 48° 09' 18” Qk. FI. Y. Special 
~ 29° 06' 06" 48°09' 18" Qk. FI. Y. Special 
- 29° 05' 06 48° 09" 18" Qk. FI. Y. Special 
1 Buoy 29°01'04" 48° 1130". Q. FI. Y. Sp. Mk 
@ Buoy 29° 01' 01" 48° 10° 20” Gury: Sp. Mk 
@ Buoy 29° 01' 00 48° 12' 36 Q. FLY. Sp. Mk 
Buoy 28° 54’ 22 48° 22' 20" Q.FI.Y. Sp. Mk 
bm Buoy 2 29° 01’ 09’ 48° 28' Q.R. Can 
Buoy 4 29° 02’ 15” 48° 10’ 38” Q. R. Can 
§ Terminal 29° 06’ 48 48° 17' 29" FL. SI 
$V Terminal 29° 06’ 54 48° 19' 13” Fl. SPM 
Terminal 29° 01' 45) 48° 12' 27" FIR. 1] 
Buoy 29° 01’ 00 48° 12’ 36" Q. Fly. Y. Sp. Mk 
5. Ut Ho. 29° 23’ 08" 47° 59’ 04" Fl. 5 Sec. Island 
tys Al, B1 and C1 mark the submarine pipeline from shore to 


Pier Terminal (See ‘Plan’. 
ES: To avoid delay all vessels advised to cable Agent of all 
quirements in advance, giving full details. 


Sip Repair: All running repairs are undertaken through local 
contractors. 

fadar/Radio and Electronic Equipment: Maintenance service of 
hs equipment is available through KOTC whose engineers/ 
fehnicians are-available for service on request. 

ves: Supply of chemicals, paints, spare parts and provisions are 
ble through local Agents. 

my: Laundry service is available on advance notice. 

tspection: An independent oil inspection service is maintained at 
A-Ahmadi by the following: E. W. Saybolt & Co., B. & R. Redwood 
ad Chas. Martin. 

wication Societies: Lloyd's Register of Shipping has a Resident 
or in Kuwait and maintains an office with Kuwait Maritime & 
uuntile Co., who attend marine and non-marine work. Other societies 
owe surveyors and their services can be obtained 


Divers’ services are available, including underwater hull cleaning 
te, through KOTC. 
ULATIONS: 
al Laws: The laws of Kuwait are in force at the Port of Mina Al- 
/"4. Masters and crew members are advised for their own protection 
‘002 by them. Comprehensive regulations governing the use of the 
"i promulgated in Law No. 21 of 1961. Masters of visiting vessels 
“acquaint themselves with this law. 
olution: The State of Kuwait has stringent laws in force concerning 
olution of the sea by oil. For information, the following are two 
®aohs of this law: 
; 1, Art. 4: “A person responsible for any pollution as described 
Stes 1 and 2 shall be punished by a fine of not less than 1,500 
“ot more than 40,000 Kuwaiti Dinars. In the event of his committing 
‘crime within a period of one year from the date of his conviction 
@person shall be fined not less than 3,000 and not more than 
0 Kuwaiti Dinars, and in the event of his committing yet another 
within a year from the date of this last conviction he shall be 
, Dt, a fine of not less than 6,000 but not exceeding 40,000 
1 Dinars. 
v3, Art. 6: The person responsible for pollution may suspend 
» v1 Ofder against the ship on payment, as a cash guarantee, of 
uwaiti Dinars to the official entrusted with the execution of such 


Centicates: All vessels must comply with International Safety 
“ons and ensure that ship's certificates, i.e. Safety Radio, Safety 
ent and Load Line are valid. Facilities are available for renewal 
tension Providing proper notice is given. At least 48 hours should 
“Wed excluding Thursdays, Fridays or other local holidays. 
line Regulations are Strictly enforced, vessels overloaded will 
. @d to sail and subject to lengthy delay awaiting suitable 
le Pumping ashore. No facilities for pumping cargo ashore from 
e400 and S.P.M. are available. 

Cargo Discharge Certificate for cargo loaded from Kuwait each 
Moonee be presented to the Customs and Ports in Kuwait through 
™ within 4 months from sailing and these certificates are to be 
te Stamped by local Customs officials and authenticated by an 
mbassy or Consulate in the country of discharge. 


KUWAIT 


PORT TAX: Introduced by the State of Kuwait at the rate of 45.25 fils 
(KD. 0.4525) calculated on ship's N.R.T. and outward clearance is 
subject to payment of their dues before departure. 

Declaration of g.r.t. and n.r.t. details essential to avoid overcharge. 
AUTHORITY: Kuwait Oil Company (K.S.C.), P.O.Box 9758, Ahmadi- 
61008, Kuwait. Te/: Kuwait 3261558, 3262268. Telex: 44233 KT, 
44293 KT. Cables: Kuoco Kuwait. FAX: 3262265. Contact: Captain 
Khalifa Al-Duaij, General Superintendent, Marine & Export Operations. 


AGENT: For all tankers loading/discharging or sundry errands on a sole 

agency basis. Address: Kuwait Oil Tanker S.A.K. (Agency Branch), P.O. 

Box Fahaheel No. 7055, 64001 Kuwait. Telex: 44201, 44202. A/B 

apse e Kwt. Tel. 3911811; 3914286; 3914276. Cables: “Minatank 
uwait”. 

KOTC Agency is also connected with direct short range telephone 
VHF system and continuous watch is maintained on Channel 16. 
Working channels are and can be reached by calling “Minatank”. 
Channel 16, calling only. Channel 20, Agency Working. Channel 21, 
Agency Working. 


MINA SAUD (Mina Al Zoor): 28.45 N. 48.24 E. 
(See Plan) 


OPERATORS: Mina Saud Marine Terminal operated by Saudi Arabian 
Texaco Inc., a subsidiary of Texaco. (hereinafter referred to as the 
Company). Weather and other circumstances permitting, ships will be 
loaded, moored and unmoored at all hours of the day, 7 days a week. 
Company representatives available at all times to discuss with Master 
any problems affecting vessel turnaround. 

LOCATION: Mina Saud located just South of Ras Az Zaur approximately 
23 miles 244° from Madira Light Vessel. Terminal connected to field and 
production centre at Wafra, 31 miles to N.W., by 16 in., and 10 in. oil 
pipelines, and 8 in. gas line. 

The most conspicuous object at the terminal is the refinery flare 
(temporary out of order). Other objects conspicuous to the navigator: 
Ras Al Zour Beacon, a 35 ft. high frame exhibiting 1 flash every 5 secs. 

A conspicuous power station/desalination plant close South of the 
terminal with two chimneys 192 m. high in position Lat. 28° 42’ 21” N., 
Long. 48° 22’ 30” E. 

A new pentagonal (meteorological tower) has been erected in position 
Lat. 28° 46’ 00" N., Long. 48° 26’ 08” E., 5.5m. above sea level, 
exhibiting Gp. Fl. 4 ev. 15 sec. (just North of Berth No. 2). 

FLAG: All vessels required to fly Kuwait flag at foremast during daylight 
hours. Flags may be obtained from Agents. 

APPROACHES: Vessels on passage direct to Mina Saud up Gulf should 
pass about 1 mile South of Madira Reef Light Vessel, thence make good 
a course of 242° to an anchorage off Mina Saud in 17 m. 
DOCUMENTS: 

Ship's Manifest. 

Bill of Health. 

Crew List. 

Clearance from Last Port. 

Passengers Manifest, if any. 

Stores List. 

Bonded Stores List. 

Agents are responsible for presentation of Oil Discharging Certificate 
to Customs Authorities as guaranteed by them. All cargo discharge 
breloom duly attested by Arab Consulate to be sent to the Agents 

irectly. 

Cargo documentation carried out by Terminal. Masters will greatly 

assist Terminal Staff by prompt provision of ship’s tank ullages on 
completion of loading. Normal practice is for Master to sign blank 
documents during loading in order to save time on departure. (Should 
the Master desire, he may protect Owners interest by issuing a protest 
letter at time of signing blank documents. This letter can be rescinded 
if document figures are acceptable.) 
PILOTAGE: Vessels boarded by Mooring Master either on approach or 
at anchorage. Mooring Masters are Licensed Masters Foreign Going. 
They act in an advisory capacity to Master and have expert knowledge 
of local conditions. 

Mooring Master will pilot the vessel into the berth, supervise the 
mooring and unmooring, and advise Master with respect to the 
connecting and disconnecting submarine hose. A ship’s deck officer 
must be on the bridge at all times while ship is manoeuvring, and deck 
officer must direct ship's crew in all hose handling. During loading 
operations Mooring Master will act as Company’s representative. 
A shore crew of 5 persons handle ropes to and from buoys during 
berthing and unberthing. 

The same crew connect/disconnect hoses and remain on board 
throughout loading. 

ANCHORAGES: Centre of the recommended anchorage area is in 
position 090° from Flare 4.3 miles, which has good holding ground with 
mud and sand bottom. 

Prohibited anchorage area defined as follows: beginning at refinery 
flare 060° 3.5 miles thence 180° 1.75 miles thence 270° 3.0 miles to 
refinery flare. 

HEALTH: Vessels calling at Mina Saud are requested to include the 
following information. 

(1) Name of vessel. 

(2) Last port of call. 

(3) Health condition of crew. 

(4) Validity of Cholera Certificates. 

(5) Request for Free Pratique or details or any cases or suspected 

cases of infectious diseases during the last four weeks. 

Free Pratique will be considered at the discretion of the Quarantine 
Officer and vessel must hoist the yellow flag unless informed by Agent 
or Harbour Control that Free Pratique has been granted. 
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MAX. SIZE: 
Guidance for Maximum Dimensions: 
Berth No. 1 Berth No. 2 
LOA 800 ft. 1200 ft.tt 
Beam No limit No limit 
Max. Sailing Draft 41 ft. 52 ft. (56 ft.*) 
50,000t approx. 140,000t 
Min. depth in berth 43.6 ft. 55.8 ft. 
(48.5 ft. on 
inshore bar) 
Min. depth on exit route 43.6 ft. 53.8 ft. 


*Tidal loading to 56 ft. allowed in suitable conditions. 

tLarger vessels (up to 370,000 d.w.t.) are allowed for part cargo or 
bunkers providing other parameters are satisfied. 

ttLimiting parameter is maximum distance stern to manifold of 600 ft. 
RADIO/VHF: Communications: Messages should either be telexed 
direct (Fax: (965) 3950078 Marine or (965) 3951022 Management) or 
by cable via Kuwait Radio (call sign 9KK on 500 kHz) for onward 
transmission to Saudi Arabian Texaco Mina Al Zour (Mina Saud). 

Kuwait Radio transmits traffic lists on 450 kHz at 25 minutes past 
every even hour and on 8525 kHz and 12895 kHz at 35 minutes past 
every odd hour. 

VHF Service maintained by Mina Saud Marine. Listening on Channel 
16 (156.8 MHz). Operating hours: Continuous 24 hours a day, 7 days 
per week. 

Masters are requested to advise ETA 72 hours before arrival Mina 
Saud, and to confirm this when 48 hours and 24 hours distant from the 
Port. 

It will assist if the following information is passed to Saudi Arabian 
Texaco Mina Saud before vessel's arrival. 

Bunker fuel requirements in metric tons or U.S. bbls. at 60° F. 

Cargo requirements in long tons or U.S. bbls. at 60° F. 

Confirmation that only clean ballast is to be discharged and expected 
deballasting time. 

Confirmation that ballast and pipelines are clean, 2 ropes or wires and 
both anchors forward and 9 synthetic ropes or wires available 
aft. Arrival draft fore and aft, expected sailing draft fore and aft. 

When berthed at Mina Saud contact with the shore is maintained by 
VHF R’T portable units supplied by the Company. 

TUGS: Two tugs are available to assist berthing and unberthing, also 
to stand-by for emergencies while vessels are in berth. 

Tug charges of 160 KD. per tug, per hour or part thereof based upon 

hours of actual usage when made fast or standing by ready to assist 
the vessel e.g. during berthing/unberthing operations. (whilst vessel is 
in the berth and throughout deballasting/loading operations. Additional 
tug charges will be levied if called to assist, e.g. tug(s) called to assist 
vessel to remain in berth in the event of bad weather or for any other 
reasons concerning safety). 
READINESS: Notice of Readiness will be received by Company within 
terms of Charter Party or Contract when known, otherwise during 
ordinary business hours, which shall be between 0700 hrs. and 1800 hrs. 
local time except on Fridays and Public Holidays. 

Laytime to commence 6 hours after time of acceptance or upon 
commencement of loading, whichever occurs first, except that when 
Notice of Readiness received before 1600 hrs. local time the 6 hours 
shall be continuous, but if received after 1600 hrs. then such 6 hours 
shall be daylight hours, daylight hours for such purpose being between 
0600 hrs. and 1800 hrs. local time. 

If after giving Notice of Readiness, vessel is delayed in getting into 
berth or in loading, such delay shall not count as used laytime unless 
delay shall be due to default of Company. On completion of loading, 
laytime shall cease upon disconnecting cargo hoses. 

Should Company Mooring Master be handed a Notice of Readiness 
out of business hours and before commencement of loading he will note 
it as “Received” at that time, for acceptance by the Company at earliest 
recommencement of business hours, or at time of commencement of 
loading, whichever shall be first. 

If Notice of Readiness given after latest accepted nominated lifting 
date, laytime shall not commence before commencement of loading. 
BALLAST: Vessels must have enough clean ballast to permit safe 
manoeuvring under any conditions. All vessels, particularly VLCCs must 
retain ballast during early stages of loading and discharge ballast as 
necessary during latter stages of loading. 

Mooring Master will advise when ballast discharge may commence. 
Inspection of ship's tanks for suitability to receive cargo carried out by 
Mooring Master or by qualified petroleum inspectors if required. 
GEAR: For handling 2x10 in. strings of hoses ship's derrick should 
have a minimum safe working load of at least 5 tons. Outreach overside 
should be at least 5 ft. 

2 lengths of 1 in. diameter good quality rope each of 20 fathoms in 
length should be available for use as slip ropes for flexible hoses. 

Reducers should be available for connection of hoses to ship's 
manifold and to ship's bunker line connection. 

. Company provides snub lines of manila and wire rope for hanging off 
oses. 

In the event that ship’s derrick gear is inadequate for loads required, 
a work barge can be made available. Charge for this barge, including 
positioning and personnel, is equivalent of U.S.$ 250 per hour (approx.). 
BERTHING: There are 2 loading berths, each conventional multi-buoy 
moorings which are connected by a 20 in. submarine line for fuel or 
crude and a 12 in. submarine line for naphtha. Each berth has 2 10 in. 
hoses for fuel or crude and a 10 in. hose for naphtha. 

Vessels taking bunkers will use fuel cargo hose before or after loading 
cargo. Manifolds should be prepared with 10 in. 150 ASA standard 
connections. 

The outer berth, 073° — 2.6 miles from refinery flare, is equipped to 
take vessels of up to approx. 140,000 d.w.t. for full cargo. Larger vessels 
can be accommodated for bunkering only or part cargo. Max. draft 
allowed is 52 ft. In exceptional circumstances tidal loading to 56 ft. is 
allowed. See “Appendix”. 
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Appendix A. Mina Saud Tidal Loading Procedure, Decemp, 
Assuming 1,000 ft. ship has berthed. Starboard anchor 

and 300 ft. South of starboard anchor marker and one 
(1,000 ft.) inside, (Course made good 270°T). Starboard 

along bottom and port anchor let go when 11 — 12 s! 

starboard. i.e. 1,000 ft. West of starboard (allowing for s| 
would be in berth with between 8 — 10 shackles on each 

When letting go at HW with ebb tide and heaving port a 
should manage to remain in at least 16.4 m. charted 
about 340°T with stern in line with, or to seaward, of manitgy 
buoy. 

Every effort should be made to pick up port anchor withoy 
too much on starboard anchor. Ideally, last shot of port cable's 
home whilst starboard cable is fairly tight, so that when po 
aweigh vessel swings to starboard and presents her por sig 
ebb, thus regaining a mid berth position. (Sometimes n 
engines ahead in order to clear manifold marker hose buoys) 

Pilot should endeavour to have vessel heading North when 
anchor is aweigh. Vessel should then steam North or slighty 
North in order to maintain a distance of approx. 1,000 ft. from 
anchor marker buoy. Vessel should start turn to Starboard ( 
mind ebb tide) when abeam of starboard anchor marker 
endeavour to turn on radius of about 1,000 ft. with starboay 
marker buoy at centre. A course of 066°T should be made 
deep water is reached. If this procedure is followed, the min 
should be not less than 16.4 m. (chart datum). 

Note: 16.4 m. exists in berth and on exit channel. Close att 
be paid to vessel's position, as depths of less than 16 m. are 
proximity to exit channel. 

Vessel should finish loading cargo or bunkers at least 3 houy 
HW thus ensuring maximum height of tide for bottom clear; 
ebbing tide for easier control. (Ebb tide usually commences? 
before HW). See “Tides”. 

16.4 m. must be reckoned governing depth. 

Calculate thus: 16.4 + height of tide then subtract 1 m. Resut 
max. allowable draft (only if weather conditions are ideal). 


eg. 
16.4 m. 
+ 1.8m. height of tide 


18.2 m. 
— 1.0 m. clearance 


17.2 m. allowable draft (56 ft. 5 in.) | 

It must be borne in mind that mentioned clearances are the 
minimum that can be tolerated in ideal conditions. | 

Seismic survey indicates feasibility of dredging or burying 
should it ever be necessary and also indicates good anchor 
power potential throughout area. End of appendix. 

The inner berth, 073° — 2.0 miles from refinery flare, has a 
depth of 44 ft. at LLW and can accommodate vessels up to 
length. Max. draft allowed is 41 ft. 

MOORING: (a) Port is an open roadstead and ships must be 
to use main engines, unmoor and leave at any time. 

(b) Mooring and unmooring carried out during day or ng 
required. Except mooring at Berth No. 1, during daylight only. 

(c) Vessels moored to ebb tide stream at both inner and outer 

Resilience in mooring achieved by weight of clump ancy 
catenary of chain cable. Remotely operated quick release hooks 
ship's ropes to the buoy (at outer berth (No. 2) only.) I 

(d) Both port and starboard anchors should be lowered cleard t 
pipes and ready for instant letting-go from brakes. 

Spar buoys established to mark starboard and port anchor 
positions (exhibiting Fl. G. for starboard and Fl. R for port). 

(e) 9 good quality synthetic ropes (or wires for VLCCs) 
flaked ready for running from the stern. After anchoring, @& 
proceeds astern in berth, quarter lines are run by Company /a 
secured to quick release hooks on quarter buoys. 2 Lines are 
to No. 5 buoy on the Port Bow. 

(f) When securely moored in correct position for handling hose 
anchor should have about 8 shackles out and it is advisable thal® 
using these submarine berths be provided with not les 
10x15 fathom lengths of cable on each anchor. 4 

(g) Masters are requested to ensure that power to deck 
and sufficient seamen to operate it are immediately available 2! 
when in berth. 

LOADING: Submarine line marked by permanent red coloured 
each berth, and marker buoys fitted to all hoses. 

Recovery of flexible hoses is by fleeting with ship's tackle 
of beckets fitted to recovery chain. 

“Ship's Stop” is invariable rule except in an emergency. She'd 
give reasonable stand-by time to Mooring Master, 15 to 20 8 
alert Terminal staff on shore for closing valves. The 

Loading rate at present averages 2,500 long tons p.h. ze 
MEDICAL: In emergency only. For normal cases, Agent arf A 
to Port Health Doctor. te 
FRESH WATER: Not available. 

FUEL: Not available. 

FIRE PRECAUTIONS: Masters are responsible for enfort/® 0 
Smoking" regulations for their vessels and Mooring Maste ‘ Avy 
loading if he considers them to be inadequate or if they are 4 ‘ 
obeyed. Smoking in Company craft in the berths is forbidden *° 
CONSULS: See “Kuwait.” om 
REPAIRS: Repair facilities are available. Fully qualified O# e 
available from Terminal. Underwater cutting gear, welding ow te 
and a full range of underwater tools are available. ata 

Services of divers and equipment are available at rates to bé — 
for the job and agreed by Superintendent of Marine and 
Operations, Mina Saud. 


> 


tomain engines must not be carried out in the berth without 
“ of Superintendent of Marine and Terminal Operations. 
‘yesselS requiring to immobilise engines will be anchored well 
hips. 
4 Voholic beverages strictly prohibited to be held out of 
ant to remind Owners and Masters that all goods, either 
vyembarked, must be cleared by Agent through local Kuwait 
t Customs. 
of firearms and ammunition forbidden. 
TION: Crew changes normally effected through Kuwait. 
ge “Visa Regulations” in “General” before first port. 
gut plus 3 hours. Permanent. 
¢. Provisions and stores are available from Kuwait. 
ents should be arranged with Agents through Kuwait Radio 
yrval at Mina Saud. 
LEAVE: Can be arranged through Agent. 
A: In Summer months of June, July and August light to 
Northerly and North-westerly winds are general rule at Mina 
decasional strong N.W. winds of Gale force. Strength and 
governed by strength of S.W. monsoon blowing outside the 


s Autumn and early Winter months fine weather is generally 
sed associated with moderate N.E. monsoon prevailing outside 
Occasional ‘Shamals’ (N.W. winds) occur. 

»e Winter period and Spring, strong S.E. winds with moderately 
gas frequently experienced at Mina Saud. These are due to 
of low pressure systems from Atlantic and Mediterranean Sea 
3 Eastwards across Levant and Iraq. Extremely violent local 
sometimes occur without warning especially at change of 
These disturbances sometimes attain hurricane force and are 
sanied by erratic changes in wind direction and poor visibility due 
vended sand. 

% Tide cycle is combination of diurnal and semi-diurnal tides giving 
# High, Lower High, Higher Low and Lower Low Waters during 
su period. Range of tide is average 7.5 ft. at Springs and 5 ft. at 


mencement of ebb stream (direction 190°) after HW may be taken 
urs before predicted time of HW at Mina Saud published in 
ay Tide Tables. 

direction of flood and ebb streams are 010° and 190° 
ely. Direction is extremely variable between LHW and HLW 
Average direction during this period about 045°. 

‘heights are affected by meteorological conditions and could vary 
e than 3 ft. from predicted heights in extreme circumstances. 
ifhigh and low water may also be considerably affected. 
‘Mooring Masters have access to information from the Marine 
mlogical Station at Mina Saud. 

RITY: Saudi Arabian Texaco Inc., P.O.Box 6, Mina Al Zour, 
our, Kuwait. Te/: (965) 3950444 (ext. 339) or 3950221 or 
7%. FAX: (965) 3950078 (Marine); (965) 3951022 (Management). 
* Saudi Arabian Texaco. Contact: Larry Andersen, President. 
Hadi M. Al-Abbas, Marine Superintendent. 


IBA: 29.02 N. 48.10 E. 


UMITS: From a point on the coastline in position: 

2° 03' 09.7" N., 48° 09’ 04.6" E. in direction 090° to 

2° 03’ 09.7" N., 48° 09’ 27.58" E. thence 116° to 

2° 02' 45” N., 48° 10’ 24.6” E. thence 090° to 

«| 02’ 45” N., 48° 15’ 09" E. thence 180° to 

2% 02' 00” N., 48° 15’ 09” E. thence 270° to 

s| %°02' 00" N., 48° 10’ 16.8” E. thence 180° to 

a}! 2° 01’ 15” N., 48° 10’ 16.8” E. thence 270° to a point on the 
; coastline at 

2° 01' 15” N., 48° 09’ 29.4” E. 

‘above limits are shown on Admiralty Chart No. 1223, and the 
ales of the first two points are amended according to last 
ent with KOC in May 1983. 

“8 whilst in port limits during daylight hours shall fly their national 
‘he after part of the ship and where a ship is of foreign registry 
Ne ony National Flag at the fore. 


(See Plan) 
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st 15 copies which should clearly indicate weights in metric tons 

"surements in cubic metres and each copy should be duly signed 

\ by the loading port Agent. 

: Spies of the manifest may be photostat copies or carbon copies 
‘imperative that the stamp and signature made by the loading 

nt is appearing in original on each copy. 

2. 'S Carried in-transit a separate Transit Cargo Manifest (15 

ty also required in same fashion as above. 

td lading: 5 sets of non-negotiable copies Bills of Lading, 
"ary carbon copies of Bills of Lading. Photostat copies will not 


hain 
(Matin the following documents are to be provided: 
~ of Final Stowage Plan, duly signed and stamped on each 
the loading port Agent. Photostat copies are accepted as long 
ie are signed and stamped. 
tiga of Hatch List as above. 
fous cargo is being carried 2 copies of a separate Dangerous 
St are also required and again each copy to be duly signed 
oar by the loading port Agent. 
Sopies of Crew List to be presented to Customs Office. 


sf 
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KUWAIT 


N.B. Since all cargo for discharging at Port of Shuaiba has to go on 
direct delivery, and Customs clearance has to be completed prior to 
berthing of a vessel, it is therefore imperative that all documents, as 
above, are in Agent's hands for submission to relative authorities at least 
7 working days prior to vessel's ETA, otherwise berthing of vessel is 
likely to be delayed. 

PILOTAGE: Pilotage is es homers and requests for Pilots may be made 
to Shuaiba Port Communications Centre (call sign “Shuaiba Port”). The 
Port Communications Centre is equipped with VHF Channels 16, 9 and 
13. Shuaiba Port Pilots, Fax: 3263825. All working around the clock. 
ANCHORAGES: Ships bound for Shuaiba Port, with cargo to load or 
discharge, or intending to use facilities supplied in the port such as 
bunkering, will be permitted to use Shuaiba Port Anchorage between 
Lat. 29° 02.75'N. and Lat. 29° 02.00'N. and between Long. 
48° 15.11’ E. and Long. 48° 12.72’ E. Ships are not permitted to anchor 
to the West of Long. 48° 12.72’ E. 

All other ships not falling in the categories listed in the first paragraph, 
such as vessels waiting for orders or which have not been nominated 
for bunkers, are not permitted to anchor in the Shuaiba Port Anchorage 
and must anchor well to the East of Long. 48° 15.11’ E. 
RESTRICTIONS: Ships whilst in port limits during daylight hours shall 
fly their national flag at the aft part of the ship and where a ship is of 
ee registry also the Kuwait National Flag on the main mast at the 
ore. 

Vessels over 250 m. LOA, berth/unberth during daylight hours only. 
MAX. SIZE: 


Dry Cargo Max. Draft Max. Ship 
Berth Permitted LOA 
No. (m.) (m.) 
1 9.50 120 
2 9.50 120 
3 10.50 180 
4 6.71 170 
5 6.71 170 
6 10.00 180 
rf 11.00 180 
8 11.00 180 
9 13.00 200 
10 13.00 200 
11 13.00 200 
12 13.00 200 
13 13.00 200 
14 13.00 200 
15 13.00 As these berths will be utilised by 
16 13.00 container and Ro/Ro vessels, no 
17 13.00 limitations and subject only to 
18 13.00 berth occupancy. 
19 13.00 200 
20 13.00 200 


The seaward side Berths No. 4, 5, 6, 7 and 8 are occasionally affected 
by bad weather. 

Agents of vessels with dimensions in excess of the above must make 
due representation to the Port Authority for permission for these vessels 
to be accepted and ample notice is necessary when submitting such 
requests. 


HEALTH: Vessels calling at Shuaiba are requested to send the following 
information to “Health Shuaiba Port”. 

(1) Name of vessel. 

(2) Last port of call. 

(3) Health condition of crew. 

(4) Validity of Cholera Certificates. 

(5) Request for Free Pratique. 

Free Pratique will be considered at the discretion of the Quarantine 
Officer, and vessels must hoist the yellow flag unless they are informed 
by Shuaiba Port Communications Contre that Free Pratique has been 
granted. 


RADIO: All vessels calling at Shuaiba Port are required to submit an 
initial ETA 72 hours and 36 hours prior to arrival followed by a firm ETA 
12 hours before arrival. ETAs should be passed through Kuwait Radio 
(9KK) either to the ship's Agent or to the Harbour Master, Shuaiba. 
Vessels equipped with VHF should contact Shuaiba Port 
Communications Centre when within range. 
ETAs should contain details of arrival draft, LOA and beam. 


TUGS: Three tugs of 4,000 h.p., 3,600 h.p. and 3,200 h.p. respectively. 
One of these is an ocean-going/salvage tug and equipped with Voith 
Schneider unit, and is 4,000 h.p. The use of tugs is mandatory whenever 
directed by the Pilot or Harbour Master. 


BERTHING: The port is divided into 3 main component areas: 
1. Dry Cargo Berths. 
2. Small Craft Harbour. 
3. Barge Harbour. 
See “Max. Size” for LOA and draft restrictions. 
Dry Cargo Berths: Berths No. 1 and 2 are entirely for the export of 
fertiliser (Urea), bagged and bulk, by means of a conveyor belt. 
Berth No. 6 is entirely for the export of bulk sulphur, by means of a 
conveyor belt (No facilities since 1991, under repair since 1992). 
Berth No. 14 is usually for the export of bulk petcoke, by means of a 
conveyor belt. Other general cargo can be discharged at Berth No. 14. 
Berths No. 12 and 13 are equipped with shore cranes, each with 15 ton 
capacity and movable on rails. 
Berths No. 3, 7 and 8 are entirely for general cargo, clinker and iron 
ore. 
Berths No. 9, 10, 11, 12, 13, 19 and 20 are entirely for general cargo 
and equipment. No warehousing facility, direct delivery. 
Small Craft Harbour: Entirely for small craft. 3 berths with a total length 
of 476.2 m. 
New Barge Harbour: Entirely for tugs and barges. 4 berths with a total 
length of 936.23 m. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 TAN & 


CONTAINER FACILITIES: Berths No. 15 — 18: A modern container 
terminal (S.A.C.T.) occupies Berths No. 15, 16, 17 and 18 with a total 
length of 880 m., and a total storage area of 31 hectares, equipped with 
3x41 tons gantry cranes, straddle carriers, heavy duty forklifts, tractors 
and trailers. 

Both LCL and reefer services available. Ro/Ro vessels accepted, 
gantry cranes can be supplied for discharging/loading of containers 
stowed on deck. Cargo discharged/loaded via vessel's stern ramp will 
be handled by S.A.C.T., provided it is mobile. No length restrictions for 
vessels; but subject to berth occupancy and prior Port Authority's 
acceptance. 

Breakbulk cargo loaded on flat beds or flat racks can be handled by 
20 ft. — 40 ft. container spreaders in conjuction with the port overheight 


ear. 

STEVEDORES: Stevedores shall be nominated by Owner or Agent from 
a list of stevedores registered by the port for cargo handling operations. 
A common tariff published by the port applies. 

Vessels will be required to maintain a minimum daily tonnage 
dependent on the type of cargo they are carrying. 

Permission for the landing of heavy lifts on the quays must be obtained 
from the Port Management each time in advance. 
MEDICAL: There is a medical centre ashore which provides a very 
efficient service for vaccinations. Advance notice required if medical 
attendance needed on board. 


TANKERS: Facilities re-opened November 1993. 
Petroleum Products Pier: Operated by KNPC. Located to the East of 
the Southern Quay Mole and consisting of 4 berths for the 
accommodation of tankers. Berths No. 1 and 3 comprise the Eastern 
Berths whilst Berths No. 2 and 4 are located on the Western side. 

Berth No. 1 Length 350 m., draft 13.71 m. 

Berth No. 2 Length 369 m., draft 12.19 m. 

Berth No. 3. Length 369 m., draft 13.71 m. 

Berth No. 4 Length 331 m., draft 12.12 m. 

The above lengths are inclusive of mooring dolphins positioned 
Northward and Southward of the pier. Because of draft restrictions at 
Berths No. 2 and 4, tankers in excess of 230m. in length will be 
subjected to the Port Authority's acceptance. Each berth is supplied with 
2x20 in. fuel lines and 5x 16 in. supply lines for naphtha, avtur and gas 
oil. All lines reduce to 12 in. at the loading arms. Additionally at Berth 
No. 2 there are lines for discharging lubricating oil and for loading liquid 
ammonia (See “Shipmaster’s Report’). An 8in. line for slops is 
available. Each berth at the Petroleum Products Pier is equipped to 
provide bunkers by means of 2 20 in. lines for fuel oil and marine diesel 
oil whilst light fuel oil is supplied by an 8 in. line. 


DENSITY: 1028. 

FRESH WATER: Available at all berths except Berths No. 6, 7 and 8. 
FUEL: Bunkering facilities are available by means of a bunkership 
(barge), while the vessels are discharging/loading cargo alongside the 
berth, except to vessels loading/discharging dangerous cargo. Vessels 
at anchor can replenish bunkers as and when needed. 

REPAIRS: Small repairs can be arranged if sufficient notice is given. 
DRY DOCK: No arrangements at Shuaiba Port. Drydocking facility 
available with Kuwait Shipbuilding and Repairyard Co., Kuwait. 
Telex: 24438KT A/B DOCKYARD. Tel: 4835488. 

CONSULS: Most countries represented. 

SURVEYORS: Lloyd's, ABS and others are represented in Kuwait. 
GANGWAY/DECK WATCHMEN: Watch to be maintained by ship's 
crew. 


CERTIFICATES: All usual documents such as: 

Ship's Manifest. 

Crew List. 

Clearance from Last Port. 

Passenger Manifest. 

Stores List. 

Bonded Stores List. 

SOLAS Certificates. 

Bill of Measurements, etc. 

CUSTOMS ALLOWANCES: Tobacco, no restrictions. Wine and/or 
Spirit, alcoholic beverage strictly prohibited to be held out of bond. 
REPATRIATION: Can be arranged. 

Also see “Visa Regulations” in “General” before first port. 

AIRPORT: 35 km. to Kuwait International Airport. 

TIME: GMT plus 3 hours. 

HOLIDAYS: Every Friday, New Year's Day (1st January), Kuwait 
National Day (25th February). 

The following Islamic holidays are celebrated but dates are subject to 
alteration: Prophet's Birthday, Prophet's Ascension, Eid Al Fitr, Eid Al 
Adha and 1st Muharram. 

POLICE/AMBULANCE/FIRE: Port Security Police, Ambulance and Fire 
Department assistance available upon request. 

TELEPHONES: There are presently no facilities for shipboard 
telephones but it is programmed to provide telephones for the use of 
ships in the future. 

SPECIAL SERVICES: The services of Classification Society Surveyors, 
Tank Cleaning Operators, Compass Adjusters, Divers and Underwater 
Cleaning and D/F Calibration Adjusters are available in the area. 
SHORE LEAVE: Permitted. 

IDENTIFICATION CARDS: Passport or Seamen's Book necessary. 
GARBAGE DISPOSAL: Skips can be provided and placed alongside 
a vessel. Requests for this service should be made to the Port Authority. 
WASTE OIL DISPOSAL: Not available. 

SEAMAN’S CLUBS: None. 

CURRENCY: Kuwaiti Dinar (KD). 

PORT REGULATIONS: The following are excerpts of some of the more 
important port regulations: 

Fire fighting appliances to be kept in readiness for immediate use. 

Pumping or discharging in any way into the sea oil fuel tanks, bilges, 
dirty ballasts, etc., is prohibited. 
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Disposal of garbage over the side of the ship into the 
prohibited. ‘ 

The presence of a Pilot on board a vessel shall not relieves, goat 
of his responsibility regarding the safety of the vessel. The by 
shall have the right to claim against a vessel for any ‘ 
by that vessel to berths, shore installations, tugs, buoys, ec gf 

The Harbour Master or his deputy may order a vesse| jp y 
berth at short notice in the case of emergency, bad weathe PD ase 

Vessels carrying explosives or dangerous cargoes my! 
quantities and categories of same when they report their Ej, Pt 

Crew members are prohibited from swimming within the 

Lowering into the water of ship's life-boats, launches o- hem 
prohibited without the written approval of the Harbour Masiy pr 
deputy. Pers 

Mooring of ship's life-boats, launches or life-rafts to navi 
and buoys is prohibited. 

Due regard shall be given to the safety of divers when they ay 
within the Port Limits. Engines should be stopped when 
their working area at a circle of 150 m. The launch attending 
displays the International flag letter “Alfa” during diving 


SHIPMASTER’S REPORT: May 1980 (Updated 1994). Vegss 
ammonia. 

Approaches: Charts B.A. 3773 and BAP 1223. The complex 
1.5 miles South of the port of Mina Al-Ahmadi. 

Approach is fairly straightforward with good positions being 
by radar and from the various light floats and buoys that 
Currents appear to follow the trend of the coastline. 
Anchorage: There is no night berthing allowed on the Ammong 
Vessels arriving during the hours of darkness are asked to ancy 

2 miles due East of the berth. 
Pilotage: Pilots will board the vessel about 1.5 miles due Easy 
berth, usually from a tug. 

Call Port and Pilots on Channel 16 VHF, usually work ¢) 
thereafter. Communication was good, fluent English. Vessel 
option of berthing either side alongside and, if not heavily loads 
suggest starboard side to with the head out. 

Two powerful tugs available for berthing, usually only a 


Tal 


for sailing. Tug’s lines, lying alongside. 

Length of pilotage about one and a half hours to being 
Berth: Consists of a “T" jetty, the head of which lies about 3 
The stem of the “T” is 1,000 m. long and the head about 8007 — 

The Ammonia Berth lies on the Northern side of the “T" ané 

Quoted depth is 40 ft. which was borne out by soundings. Tre 
however quoted a max. sailing draft of 36 ft. 

The Ammonia Berth itself is about 350 m. long. The concrete sie ps 
of the jetty are currently undergoing repair and this affected the 
arrangements. Besides this there are lamp standards 
interfere with lines in the future. Usual mooring an 
3 headlines, 2 breastlines and 2 springs. 

Gangway: It is only possible to use ship’s gangway when lying 
side to as it fouls the Chicksan area when head in. Careful 
and tending is required. 

There is a group of Chicksans which handle oil products abou! 
along the jetty and the ammonia Chicksans lie just South of 

No VRL. No venting. 

Shore personnel connected the Chicksan (bolted) and non 
necessary. 

Cooldown: Charterers asked us to limit the amount of coolant 
300 tonnes. 

Petrochemical Industries Company (who operate the bert) 
have allowed us to take this coolant into more than one tank hai 
possible or necessary. They were very conscious of us having 
excess pressure (using ‘cascade’ system for atmospheres) and 
great lengths to ensure no ammonia vapour was di 
atmosphere. 

Control of cargo rate was very good. 

Vessel has to anchor at least three miles off berth to complete® 
Notice of Readiness: Was tendered on arrival and again on co 
of purging/cooling operations. Cable “Ammoniaship”. This # 
accepted until secured in the loading berth and ready to load 
Loading: Despite the length of pipeline from the refinery the? 
was reasonably cold and they have a recirculating system which# 
stopping cargo at very little notice. 

Berth operators were quite happy with bottom temperatures? 
—32°. Loading rate is quoted at 1,000 t.p.h. but our overall ave@? 
only 605 t.p.h. at which the operators expressed themselves as@ 

Throughout the whole cooling and loading programme the a 
under continual close scrutiny from shore personnel. Thet 
of these people was very high indeed (although very fair and 
minded). Pressure graphs and temperatures were checked @% ( 
hourly together with hourly rates. 2 

Redwoods attended as surveyors throughout. Bills of La 
presented before sailing and are usually claused “Freight Preps 

\ 
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Output of the plant is quoted as about 700 tonnes of liquid ® 
but the fertiliser division apparently has first call on product wi 
result in short loading. > 
Note: The port office, which is situated at the junction of the 7! ~ 
sensitive to ammonia smells and the personnel there s PL 
atmosphere using Draeger tubes. iPad 
Bunkers: Diesel oil taken at this call and vessel has to post Sp 
the oil chicksans. This requires shifting ship to or from byt 
chicksans. 

Bunker suppliers, KNPC, will NOT accept bills signed oe 
Charterer’s stamp. Ask Owner for permission to sign the bas b2 
prior to arrival. é to, 
General: Shore passes required. Prior arrangements to b@ a 
sending necessary information to the agent concerned, at leas" ey, 
prior to ship's arrival. 
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agit Necessary to get from jetty to shore. This is provided on a 


IS. 
ne will allow alcohol to be issued to bars. It is better to 
these emptied and ask for an allowance. As usual, it is a 
oftence to offer alcohol to shore personnel. 
oy. Available but none taken. 
There is a medical centre ashore which provides a very efficient 
vaccinations. 
a Service is available for radars and Decca Navigator. 


ipgaves taken. : d 
may be landed for despatch to UK after informing the Customs 
ng a description of the packages, etc. : 
fone! MAY be repatriated (no alcohol in baggage) and there is a 
service to UK. k é 
~ Kuwait Oil Tanker Company, cables ‘Minatank Kuwait’. 
ase of emergencies they have an office on the shore which is 
 Y 24 hours. If necessary to telephone UK one has to go to the 
= fice at Ahmadi. Agents usually work VHF Channel 26. 
*« About four hours should be allowed for completion of 
ox before sailing. Vessel may leave the berth at night. 


aRITY: Kuwait Ports Authority, P.O. Box 3874, Safat, 13039 
xywait. Tel: 4812623, 4833709. Telex: 22740 Hmshp Kt. 
#19714. Contact: Captain A.R. Al Naibari, Director General. 

gem A. Aziz Al-Fulaij, Shuaiba Port Director., Shuaiba Port., 
41 10099, Shuaiba, 65451 Kuwait. Tel: 3260137. FAX: 3260114. 
Gulf Agency Company (Kuwait) Ltd., POB Safat 20637, 13067 
xywait. Old KIC Building, 1st Floor, Safat Square, Ahmad al Jaber 
xywait, State of Kuwait. Tel: (965) 2441860, after hours 5390567. 
5) 2415732. Telex: 22396 (Answerback “Isatug Kt’). 
« Confidence, Kuwait’’. 

specase of tankers, agency services are provided by the Kuwait 
‘ker Company. 


AIKH (Kuwait Harbour): 29.21 N. 47.56 E. 
(See Plan) 


TUMITS: According to the General Port Rules (1959) the Seaward 
comprise all waters in the area confined by line drawn in direction 
tom Ras Al Ajuza, (Lat. 29° 23’ 27” N., Long. 48° 00’ 24” E.) to 
wallel of Lat. 29° 30’ 00” N. Hence in direction 230° to Ras Al 
j Lat. 29° 23’ 15” N., Long. 47° 51’ 00” E. For the seaward 
es of the Port within which a vessel is considered to be on 
ee refer to “Anchorage”. 


st 15 copies which should clearly indicate weights in metric tons 
measurements in cubic metres and each copy should be duly signed 
samped by the loading port Agent. 
‘scopies of the manifest may be photostat copies or carbon copies 
_}isimperative that the stamp and signature made by the loading 
‘gent is appearing in original on each copy. 
tago is carried in transit a separate transit cargo manifest (15 
#) Ss also required in same fashion as above. 

wLading: 5 sets of non-negotiable copy Bills of Lading i.e. ordinary 


‘dangerous cargo is being carried 2 copies of a separate 

Ungerous Cargo List is also required and again each copy to be 

aly signed and stamped by the loading port Agent. 

2 copies of Crew List to be presented to Customs Office. 

py of Crew List, 2 copies of Passenger List, all Seaman's Books 

* Passports, 1 photograph of each crew member for the 

migration Office. 

*py of Crew List, 1 copy of Vaccination List, all vaccination books 

* Quarantine Office. Immediately on berthing place the rat guards 

“mooring lines. 

jos Registry, Loadline, Cargo Safety Equipment Certificate, Safety 

, Certificate and Last Port Clearance to be presented for port 

nce. 

OACHES: Vessels arriving at Shuwaikh port: 

4 vessels calling at Shuwaikh Port shall abide by taking their 

Swurse at 000° from position: 28° 36’ 02” N., 48° 54’ E. up to one 

bytcal mile North East of Ahmadi Light Vessel. 

» observe its course through 294°, from one nautical mile towards 

East Ahmadi Light Vessel, up to a distance of 3.8 nautical 

™es towards 160° from the Sea Island. From such a position the 

sel shall take the course and observe the direction leading it to 

, uwaikh Anchorage. 

of vessels shall not be less than 10 knots until passing Ras 

Ard Lighthouse. 

GE: Pilotage service available and request for Pilot should be 

Port Signals Station, or to look-out Signal Station when in use. 

ding through the dredged channel to Shuwaikh are boarded 

te ha in the anchorage. Pilotage not compulsory in the Outer 

.y, ZE: Max. draft at Berths No. 1 to 14, 9.5 m., and Berths No. 18 

,\:. 290 dolphin berths, 8.0 m. Max. draft at Berths No. 15 to 17, 

Viney € drafts allow 0.6 m. of water under the keel. Tidal range is 
», >. Berthing draft dependent upon tidal conditions at time of 


F 


KUWAIT 


ANCHORAGES: Ships may take up anchor berth in the Outer 

Anchorage, without the Pilot. 

Because of congested anchorage, and for the benefit of all concerned, 
the Outer Anchorage (BA Chart 1214) was divided into areas, and the 
approach waterway of 3.0 miles in width from Ras Al Ardh to anchorage 
and vice versa, is left free for navigation. 

Anchorage Areas: 

(a) Anchorage area reserved for the national fleet. 

(b) Waiting area for vessels which have received berthing 

instructions. 
(c) Anchorage area for vessels with cargo to discharge in Kuwait. 

(d) Anchorage area for vessels calling for fresh water, provision, crew 

changes, transhipment, or any reason other than discharging 
cargo. 

(e) Temporary anchorage area for vessels awaiting entry to 

anchorage (D). 

When the movement is confirmed the vessel should hoist: 

By Day: “G” Flag over a Black Ball or Shape. 

By Night: A White Light over a Red Light, visible all round. 

Note: (1) The Master shall advise the Director of Marine Operations 

(D.M.O.) and/or the Pilot of any damage or disability to the 
ship under his command, before berthing. 
Ship unable to comply with the berthing instructions, should 
notify the D.M.O. in ample time of their inability to do so, by 
VHF, or by Telex No. 22740 HMSHP KT/44800 TCRA KT 
or by Fax No. (0965) 4818472/4814196. 

Any ship sailing from the outer anchorage for any reason, 
should notify the Kuwait Harbour Control that she is sailing 
and give the reason. 

(2) The D.M.O. may direct any vessel to move from one berth 
to another, or vacate a berth as circumstances demand. 

HEALTH: Vessels calling at Shuwaikh Port must send the following 

information to “Health Port Shuwaikh” by cable: 

(1) Name of vessel 

(2) Last port of call 

(3) Health condition Crew members 

(4) Validity of Cholera Certificates 

(5) Request for Free Pratique 

Vessels arriving at Outer Anchorage must hoist “Q” flag, and keep it 
hoisted until Free Pratique is granted. 

Free Pratique will be granted usually at anchorage, and in some cases 
alongside, at the discretion of the Quarantine Officer. 

No person, except the Pilot, shall board the vessel, before Pratique 
is granted. 

RADIO/VHF: Signal Station: (Call Kuwait Harbour Control) 

There is Lookout Signal Station at Ras Al Ajuza (Lat. 29° 23.3’ N., Long. 

47° 59.8’ E.) and a Port Operation VHF/RT Service at the same position. 

The VHF/RT is a Single Frequency Simplex Service, operating on 

Channel 11 (156.550 MHz) and 12 (156.600 MHz). Working restricted 

to messages relating to the Movements and Safety of Ships. 

All vessels arriving should establish contact with Kuwait Harbour 
Control as soon as possible by. VHF. Tel: 2449154, 2435873. 

Kuwait Coastal Station (9 KK) operates throughout 24 hours. 


THE FOLLOWING SERVICES ARE PRESENTLY SUSPENDED: 
Radio Station: 


2182 kHz 8802.4 kHz 
2765 kHz 13182.5 kHz 
2750 kHz 17328.5 kHz 
4434.9 kHz 22699.0 kHz 
6518.6 kHz 
Radio Telegraphy — 9 KK: 
9 KK 9KK 2— 4299.4 kHz 
500 kHz 9KK 4— 6381.4 kHz 
450 kHz 9KK 6 — 8525.4 kHz 
9 KK 8 — 12895.4 kHz 


9 KK20 — 12925.7 kHz 
9 KK22 — 16995.7 kHz 
9 KK23 — 22504.7 kHz 
Marine Communications 
This Service links the ship directly with their Agent or Principal in Kuwait 
and the Call for this Branch is “Kuwait Maritime”. 
The “Kuwait Maritime” Service covers all the ship's calls with Kuwait 
and abroad. The procedure is as follows: 
Agent to Ship 
Call by telephone No. 108 Kuwait Maritime, asking for connection, giving 
the Name of the Ship, and her Call Sign. The Kuwait Maritime operator 
will contact the ship for you on Channel 16 (156.800 MHz) and then 
transfer to vessel's frequency for communication. 
Ship to Agent or Abroad 
Call “Kuwait Maritime” on VHF Channel 16 (156.800 MHz) and ask 
to be connected to Agent or abroad. 


REGISTRATION PROCEDURE: Notification of vessel's arrival. 
According to port regulations a questionnaire issued by the D.M.O., duly 
filled in and signed by the Master of the vessel, is to be submitted to 
the port prior to berthing. In many cases vessels arrive and obtain berth 
immediately and thus there is no possibility of presenting the 
questionnaire to Authorities in time. In order avoid berthing delays 
Masters should cable following information to the D.M.O. directly, 
48 hours before arrival: 
(a) ETA. 
(b) Total cargo for discharging Kuwait. 
(c) Distribution quantity each hatch. 
(d) Declaration hazardous, flammable and explosives cargo, and 
guns and ammunition. 
(e) Declaration all vessel's winches in good working condition and 
cargo clear for discharging at Kuwait. 
(f) Draft fore and aft. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN. 


We quote below specimen cable covering the above: 

“Vessel XXX ETA Kuwait 21/8 0600 local quantity discharging 1,400 
tons general hatch one 300 hatch two 300 hatch three 250 hatch four 
300 hatch five 250 no hazardous, flammable explosives guns 
ammunition stop All winches derricks good working condition draft fore 
7.0 m. Aft 8.0 m. Kuwait cargo clear for discharging”. 

The above cable sent to the D.M.O. will facilitate berthing vessel on 
time. ETA to be reconfirmed before 24 hours, if any change. 

Also see “Shuaiba — Notice”. 

Also cable Health, Port of Shuwaikh: ETA, last port, crew health, 
validity of certificates, and request Free Pratique. 

Apart from above, on dropping anchor contact Port Health, Tel: 
4811344, through Kuwait Maritime Channel 16 and request Free 
Pratique, and on receiving same inform Agent by VHF or by cable. 

When approaching the anchorage vessel should hoist her “Call Sign” 
and “Quarantine” flag. 

On arrival at anchorage contact Harbour Control and standby VHF 
Channel 16 when at anchorage. 

Also send acknowledgement to ship's Agent stating time cable sent 
to Director Marine Operations Department. 

TUGS: Join vessel entering dredged channel, Tug’s lines used. The use 
of tugs by ships manoeuvring within Shuwaikh port limits under direction 
of D.M.O. or Pilots. 
Charges: 
(a) 75.000 K.D for over 750 h.p. tug per hour or a part of hour. 
(b) 25.000 K.D for less than 750 h.p. tug per hour or a part of hour. 
(c) Using of tug is compulsory, in the limit of port. 

(d) Use of tugs is compulsory for ships over 63 m. length. 

BERTHING/CRANES: 


Max. 
LOA of 
Depth vessel Max. 
Overall Below allowed Permitted 
Berth Length ACD toberth draft Cranage 
No. (m.) (m.) (m.) (m.) 
1 186 10.06 175 9.6 Grain elevator 250 t/hr. 
2,3,4,5 180 10.06 175 9.6 
6,7 180 10.06 175 9.6 3 cranes x3 tons capacity 
(For each berth) 
1 crane x6 tons capacity 
(For each berth) 
Cement elevator 350 t/hr. 
8 218 10.06 200 9.6 3 cranes x3 tons capacity 
1 crane x6 tons capacity 
9, 10 200 10.06 220 9.6 2 cranes x3 tons capacity 
(For each berth) 
2 cranes *6 tons capacity 
(For each berth) 
11 200 10.06 220 9.6 
2 container gantry cranes 
45 ton capacity under the 
12, 13 180 10.06 225 9.6 spreader. 
2mobile cranes, 40 tons 
capacity under spreader and 
100 tons each with hook. 
14 200 10.06 220 9.6 3 cranes x3 tons capacity 
18 185 8.53 200 8.0 
19, 20 200 8.53 220 8.0 2 cranes x3 tons capacity 
(For each berth) 
21 200 8.53 220 8.0 3 cranes x3 tons capacity 
15 185 6.7 180 6.0 2 cranes x3 tons capacity 
16 140 6.7 110 6.0 1 crane x3 tons capacity 
17 200 6.7 220 6.0 3 cranes x3 tons capacity 
17A 75 6.7 50 6.0 
14A 80 10.06 9.6 For Ro/Ro ships only 


Note: There are 2 Dolphin Berths with depth alongside of 8.53 m. below 

ACD and capable of taking vessels up to 185 m. in length and 8.0 m. draft. 
Entrance channel is 150 m. breadth and 8.53 m. depth (below ACD). 
The Curvature of the channel has been recently widened, allowing 

vessels of 260 m. to pass through. Such vessels are allowed to berth 

provided that their draft is not greater than 9.6 m. 

Closed Stores: 


Store No. Area Store No. Area 
(sq.m.) (sq.m.) 
1 3,600 16 13,970 
2 4,050 17 7,950 
3 4,050 18 7,950 
4 4,350 19 4,981 
8 10,750 20 7,950 
9 10,750 21 7,950 
10 10,750 22 7,950 
11 10,750 24 1,000 
12 10,750 25 1,000 
13 10,750 26 1,000 
14 13,970 27 1,000 
15 13,970 
Total area of closed stores: 171,191 sq.m. 
Covered Stores: Store No. Area 
(sq.m.) 
7 10,000 
5,250 


23 
Total area of covered stores: 15,250 sq.m. 
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Open Storage Areas: 
Open Storage 


Area No. Area 
(sq.m.) 
2 6,800 
3 4,350 
4 8,600 
5 9,750 
6 6,700 
8 14,190 
9 28,200 
10, 11 47,700 Container operation area jy 
Berths No. 12 and 13 
Iron and Timber 
Area 44,000 
Areas North of 
Ghazali Street 260,000 


Total area of open storage: 488,600 sq.m. 
Container Stacking Areas: 


Container Terminal 120,000 sq.m. 
New Extension 145,000 sq.m. 
Total Container 

Stacking Area: 265,000 sq.m. 


STEVEDORES: All stevedoring and transport inside thy 
performed by an authorised contractor. 
Container work is handled by Shuwaikh Container Terming gay DI 
Plans are under consideration for specialised container berth 
There are four Cement Silos of capacity 14,000 tons each 
to Berth No. 8. Discharging rate is 350 tons per hour. 
Working Hours: General Cargo Handling: 
Winter (1st November — 31st March): 


Saturday — Wednesday 0700-1430 
1430-2200 
Thursday 0700-1230 
1230-1800 


Summer (ist April — 31st October): 
Saturday — Wednesday 0630-1400 
1400-2130 al 
0630-1230 F 
1230-1830 ** 

Overtime is compulsory for all vessels. On Fridays, only @ARG 
vessels which are to be completed during the day. 1 
Container Terminal: 24 hour working. . 
MEDICAL: Masters to radio prior arrival if medical attendance 
on board. Hospital facilities available. 

A rescue vessel, 90 ft. and 20 knots speed, equipped with 
operating theatre and all medical appliances is maintained 
Ministry of Health. 

FRESH WATER: All berths except Berths No. 1 to 7, have 
connection, and water can be supplied by pipeline. Rate 20 tog 

In addition to water available alongside the berths by pipe 
hose, water may be supplied by barge to ships alongside dolphe 
There are 2 private companies supplying fresh water alongsid 
anchorage by barge. 

FIRE PRECAUTIONS: Shuwaikh Fire Brigade is responsible 
fighting in port areas and storage areas. There is also a fit 
situated near the Small Boat Harbour, where the 3 fire fighting 
are berthed. A salt water main for the fighting services is laid at 
There are two 90 ft. fire fighting tenders capable of pumping 
gallons of water per minute from 4 nozzles. In addition they ¢ 
900 gallons of foam per minute. The 98 ft. fire fighting tender iss 
of pumping 9,000 litres of water per minute and 650 litres of ft 
the capacity of her pump is 4,500 litres of water or 143.5 ite 
The tender has 8 nozzles for water and 2 nozzles for foam 
modern fire-fighting units are equipped with radio, radio-e 

radar, etc. 


Thursday 


CONSULS: 

Embassies: 
Afghanistan 5396913 Morocco 
Algeria 2519987 Netherlands : 
Austria 2552532 Niger , 

2532761 Nigeria : 

Bahrain 5318530 Norway ~ 
Bangladesh 4831620 Oman ; 
Belgium 5722014 Pakistan . 
Bhutan 5388451 Philippines ~ 
Brazil 2561029 Poland o 
Bulgaria 5643893 Qatar = 
Canada 2563025 Romania 
China 5333340 Russia 
Czech Rep. 2529015 Saudi Arabia 
Denmark 2544685 Senegal 
Egypt 2519955 Somalia 
France 2571061 Spain 
Finland 5312890 Sri Lanka , 
Germany 2520827 Sweden - 
Greece 5335861 Switzerland - 
Hungary 5323901 Syria , 
India 2530600 Thailand 
Indonesia 2514588 Tunisia 
Iran 2560694 Turkey 
Italy 2445120 UAE. 
Japan 5312870 U.K. 
Korea 2554206 U.S.A. 
Lebanon 2562103/4 Venezuela 
Libya 5329172 Yugoslavia ( 
Malaysia 2564213 

Consulates: 
Cyprus 2433075 Sweden 
Paraguay 4814462 Egypt 


e 
. 1928 (Winter); 1036 (Summer). 
: nel oil and gas oil supplied by bunker tankers. For quality and 
ease enquire from the Agents. 
ZwcY CALLS: (R = Residence, O = Office) 
Tel. No. 
yarine Operations Dept. 4817698 (O) 
: 4819757 (O) 
sector, Marine Operations Dept. 4816025 (O) 
F 4835493 (O) 
; Master 4834931, 4834946 
ns: 
4 4810446, 4818478 
4 Ajuza 2435873, 2449154 
von Shuwaikh 4813500, 4817573, 4813692 
als 4816777 
e Doctor 4811344 
4 “SABAH” Exchange 4815000 
4 SABAH" Emergency Ward 4815000, 275, 500 
Siation, Shuwaikh 4813934 
guard 4813711, 4816409 
‘aton Shuwaikh 4813676 
7s Shuwaikh 4810319 


9g: All deck, hull and machinery repairs can be carried out by 
yard. Repair facilities available for Gyro, Radar and electronics. 


)0CK: Floating dock lifting capacity 35,000 tonnes, dimensions 
x 32 m. Syncrolift rated lifting capacity 2,000, tonnes. 


ORS: Lloyd's Register of Shipping (Kuwait): American Bureau 
ong (Kuwait); Bureau Veritas (Kuwait); Norske Veritas (Bahrain). 


LOSING HATCHES: Opening and closing of hatches is 
carried out by the stevedores on liners, and by ship's crew on 
vessels. 
“FICATES: A survey of life rafts may be carried out unless vessel's 
. certificates indicate that life rafts were surveyed less than 
wins previously. 
0MS ALLOWANCES: Tobacco: No restrictions. Wine and/or 
sowance: Alcoholic beverage is strictly prohibited to be held out 
»i, Master allowed to keep limited quantity in his cabin. 


30 GEAR: Ship's gear and cranes used for discharging. 


TRIATION: Can be arranged. 
esee “Visa Regulations” in “General” before first port. 


DRT: Served by regular airlines. Airport 17 km. from town. 
GMT plus 3 hours. 


WAYS: New Year's Day, Id Al Fitr, National Day (February 25th), 

“on Day (February 26th), Mount Arafat Day (Wakfa), Id Al Adha, 
tya Year, Birthday of Prophet Mohammad, Isra walma’raj. The 
days are subject to alteration. 


PHONES: Cannot be arranged on board. 


—S: Swedish Welfare for Seamen. Lloyd's Surveyor. 
oth Tank Cleaning Machines and Equipment and also under- 
deaning. 
WSIONS: All kinds of food available at reasonable prices. 


LEAVE: Only permitted for Consular matters, medical reasons 
making emergency telephone calls. Contact Agent for further 
muon. 
ye passes are issued and must be returned to Immigration prior 
terture, if not returned a heavy fine will be imposed. Crew members 
#4 photograph but this is not returned. 


FICATION CARDS: Passport or Seaman's Book necessary. 


: The following is required from all vessels calling at Kuwaiti 
vor the first time: 

Yote: 

The Harbour Master Department of the Kuwait Ports Authority, 

™ immediate effect, request that Masters of vessels calling for 

te first time at Shuwaikh Port should give in their ETA cables, 

*ails of cargo on board, the length, width, number and condition 

thatches, discharging facilities, and any other information which 

‘y may consider necessary in assisting the Ports Authority to 

(ecate the vessels the best berth possible. 

Such information will considerably help all concerned and at the 

&me time prevent unnecessary delay and unjustified extra charges 

‘owners, since in the event that the allocated berth is not suitable, 

" Harbour Master shall have no alternative but to shift that 

wicular vessel to another suitable berth, or take it out to 

i} ®chorage. 

: Furthermore, it has been observed some Masters of vessels are 
“indicating in their ETA cables to the Harbour Master the word 
‘uwait” when indicating the tonnage figures of cargo onboard, 
%ar and ready for discharging. It is imperative that the Master 

id say in his cable ‘ETA. . . hours. Cargo for Kuwait . . . tons 

; ad ready for discharging draft . . . ft. 

e. 


“\ATIONS: The State of Kuwait has stringent laws in force 
ing the pollution of the sea by oil. The following are two amended 
y},°°2Ms of this law: 
eyaph 1, Art. 4. “A person responsible for any pollution as 
*2in Articles 1 and 2 shall be punished by a fine of not less than 
‘ and five hundred and not more than forty thousand Dinars. 
‘ent of his committing a similar crime within a period of one year 
‘ date of his conviction, such a person shall be punished by a 
.,tless than three thousand and not more than forty thousand 
is 4 inars, and in the event of his committing yet another crime 
; |», !8ar from this last conviction he shall be punished by a fine of 
Sand Kuwaiti Dinars”. 
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Paragraph 3, Art. 6. “The person responsible for pollution may 
suspend the detention order against the ship on payment, as a cash 
guarantee, of forty thousand Kuwaiti Dinars to the official entrusted with 
the execution of such order”. 

The Master shall advise the Harbour Master and/or Pilot of any special 
damage or disability to the ship under his command before berthing or 
unberthing. 

A vessel in outer anchorage receiving a Movement Order in writing, 
by signal or VHF, and awaiting the Pilot, shall carry: 

By Day: “G”" Flag, over a black ball or shape. 
By Night: A white light over a red light. 

Ships that receive instructions to berth at specified hours and not 
adhering to these instructions could lose their turn and be liable to pay 
charges for the time lost at the berth, and facilities arranged for and not 
used due to such delay. 

Ships that receive instructions to unberth at specified hours and not 
adhering to these instructions, i.e. retarding the movement of incoming 
ship, will be liable to pay charges for time lost at the berth and the 
facilities for the incoming ship, and not used, due to such delay. 

Ships unable to comply with the berthing or unberthing instructions 
should notify the Harbour Master in ample time of their inability to so do 
by VHF, visual signals, personally or through Agent. 

A ship entering or navigating within the dredged channel or inner basin 
shall have at least 1 anchor ready for immediate use. 

The Master of a ship alongside Shuwaikh Wharf or dolphin berth, shall 
ensure that: 

(a) Vessel not allowed to use VHF to any vessel except to call Kuwait 
Harbour Control or Kuwait Maritime. 

(b) A safe and proper accommodation ladder to the quay is provided, 
adequately lit during the hours of darkness. 

(c) A Quartermaster or watchman is stationed on deck, in charge of 
the ship’s gangway, who shall inform the Master or the Duty icer 
whenever required by the Port Authority Officials, and shall check that 
no authorised persons will enter the officer's or crew's accommodations. 
Gangway must be lifted up whenever vessel is not working, and at 
2200 hrs. daily. 

(d) The crew or watchman to attend the mooring ropes and lines, and 
shall cause their adjustment from time to time, as necessary on the rise 
and fall of the water. 

(e) That no substance, matter or material is thrown overboard, either 
into the water or on to the wharf. 

(f) That no engine repairs are undertaken which would prevent the 
movement of the vessel under her own power, without first obtaining 
the permission of the Harbour Master. 

(g) That all pipe discharges on that side of the ship nearest to the 
whart are either adequately and properly covered to prevent their effluent 
falling on to the wharf, or their use discontinued while the ship remains 
alongside. 

(h) It is forbidden to jettison or ballast other than clean water or pump 
out the bilges or oil of any description within the port limits. 

(i) All ships loaded with petroleum or crude oil at the wharf shall have 
the end of a steel hawser of sufficient strength, paid out to the water 
edge, at the offshore bow and quarter, to enable tugs to take the vessel 
to place of safety with the least possible delay. 

(j) The Master shall at all times retain on board sufficient crew to work 
his ship. 

(k) Ratguards to be fixed to all ship's mooring ropes. 

(l) The Master shall not shift his vessel while alongside the wharf, 
prior to receiving permission from the Harbour Master or Berthing 
Master. 

(m) The Master shall not connect water hoses to the water supply 
points and take water on board before receiving permission from the 
person in charge of water distribution. 

(n) The Master shall report to the Harbour Master or Berthing Master 
any incident, accident or unusual happening on board his ship. 

The Master not complying with the above-stated Port Rules, shall be 

liable to suffer the penalties prescribed for contravention. 
Warning: Port tugs are supplied with nylon and polypropylene hawsers, 
which require particular attention when securing to ship's bollards, in 
order that they do not slip. Extra turns than normal on the bollards are 
recommended. 


NOTICE: 
Supplied to Ship’s Master, on arrival, by Agent (October 1984). 

1. One watchman to be kept regularly on gangway. 

2. Immediately the labourers leave the vessel after each night shift 
the gangway should be taken up and not to be lowered before 0600 hrs. 
next working day. 

3. Strictly forbidden to sell any alcoholic drinks onboard or to bring 
on to jetty. 

4. Rat guards to be fixed properly on the ropes. 

5. No cleaning of decks, painting of hull or welding on deck is allowed 
when vessel is alongside jetty, unless prior written approval is received 
from the Harbour Master. 

6. Neither fresh nor dirty water should be pumped out alongside jetty 
for any reason and under any circumstances. 

7. No garbage should be thrown either on jetty or in to sea at any 
time and under any circumstances. 

8. Any pollution either during supply of bunkers or at any other time 
and for any reason is entirely your responsibility. 

9. No repairs or dismantling of engines are allowed unless prior 
written approval from the Harbour Master is granted. 

10. Vessel’s draft should not exceed that draft on which she was 
allocated a berth. 

Maximum drafts of/on various berths are: 


Jetty Nos. 1 — 14 inclusive 31 ft. 6 in. 
Jetty Nos. 18 — 21 inclusive 26 ft. 6 in. 
Dolphins 26 ft. 6 in. 
Jetty Nos. 15 — 17 inclusive 19 ft. 6 in. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, 


AUTHORITY: Kuwait Ports Authority, State of Kuwait, P.O.Box 3874, NOTES 

13039 Safat, Kuwait. Te/: (0965) 4819757. Telex: Hmshp-KT 22740 and i Eyer 5 
Tera-KT 44800. FAX: (0965) 4818472, 4814196. Contact: Harbour Please also advise Shipping Guides Ltd. 
Master's Office. 

AGENT: Gulf Agency Company (Kuwait) Ltd., P.O.Box Safat 20637, 
13067, Kuwait. Old KIC Building, 1st Floor, Safat Square, Ahmad al 
Jaber Street, Kuwait, State of Kuwait. Tel: (965) 2441860, after hours 
5390567. Fax: (965) 2415732. Telex: 22396 (Answerback “Isatug KT”). 
Cables: “Confidence” Kuwait. 
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: Grange, see Manchester, U.K. 
nya, see Suez Canal 
as, see Milos Island 


aso see Late Reports 
thalykskiy deal see Yuzhnyy 


s Georgios, see Piraeus 
os Kosmos, see Piraeus 


Alas 
| aire, see Jobos 
*srom Oy, see Saimaa Canal 
4med Bin Rashid 


see 
‘ Saud Arabia (General) 


see cand Arabia (General) 
, See Saudi Arabia (General) 
, See Saudi Arabia (General) 


se Saudi Arabia (General) 

, See Saudi Arabia (General) 
See Warri 

, See San Francisco 


*eTeminal, see Sitra 
bale Terminal 


we “hi a 
Ph U.S.A. 
ih see Weipa 


iF: 


Terminal, see Santos 


Tal fy 
53 


TEXT INDEX 


Algiers 

Algoa Bay, see Port Elizabeth 

Alholmen, see Jakobstad 

Aliaga 

Alicante 

Aliveri Bay, see Milaki 

Alleppey 

Almeria 

Almirante 

Almirante Barrosso Terminal, 
see Sao Sebastiao 


Almirante Soares Dutra Terminal, 


see Tramandai 
Alotau 
Alsancak, see Izmir 
Altamira, see Tampico 
Altona, see Hamburg 
Alumar 
Alvik 
Ama, see New Orleans 
and South Louisiana 
Amagasaki 
Amamapare 
Amapala 
Ambarli, see Istanbul 
Ambes, see Bordeaux 
Ambon 
American Samoa 
Ameriport, see Philadelphia 
Amesville, see New Orleans 
Amherst Harbour 
Amherstburg 
Amoy, see Xiamen 
and China (General) 
Ampenan, see Labuantring Bay 
Amsterdam 
Amuay Bay 
Anacortes 
Anahuac, see Tampico 
Anan 
Anchorage 
Ancona 
Andres, see Boca Chica 
Anewa Bay 
Angle Bay, see Milford Haven 
Ango-Ango, see Matadi 
Angola 
Angra dos Reis 
Anguilla 
Anic Terminal, see Gela 
Annaba 
Anoa Marine Terminal 


Anoa Natuna, see Anoa Marine Terminal 858 


Anqing 
Antalya 
also see Late Reports 
Antan Terminal 
Antibes 
Antifer, see Le Havre 
Antigua and Barbuda 
Antilla 
Antimonan 
Antofagasta 
Antonina 
Antsiranana 
Antwerp 
Aokata 
Aomori 
Apapa, see Lagos 
Aparri 
Apia 
Apra Harbour, see Guam 
Aqaba 
Aracaju 
Aratu 
Arawak Cay, see Nassau 
Arbatax 
Arbroath 
Archangel 
Ardalstangen 
Ardjuna 
Ardrossan, Australia 
Ardrossan, U.K. 
Areia Branca 
Arendal 
Argentia 
Argentina 
Argostoli 
Arguineguin 
Arhus, see Aarhus 
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Arica 

Arkiko, see Massawa 

Arnos Vale, see Kingstown 
Arrecife 

Art Island, see Noumea 
Arthur Kill, see New York 
Aruba 

Arun Terminal, see Lhokseumawe 
Arzanah Island 

Arzew 

Arzew El Djedid, see Arzew 
Arziw, see Arzew 
Ascension Island 

Ash Shihr Terminal 

Ashdod 

Ashkelon, see Ashdod 
Ashtabula 

Ashtart 

Asnaes 

Aspropyrgos 

Asry Dry Dock, see Mina Sulman 
Assab 


Assens 
Astillero, see Santander 
Astoria 
Asturias, see Cebu 
Atico 
Atsumi 
Attaka, see Santan Terminal 
Atucha 
Au, see Basle 
Auckland 
Aughinish Island Alumina Plant, 
see Shannon Estuary 
Augusta 
AUSREP 
Australia 
also see Late Reports 
Avarua, see Avatiu 
Avatiu 
Aveiro 
Avernakke, see Nyborg 
Aviles 
Avondale, see New Orleans 
Avonmouth, see Bristol 
Axelsvik, see Karisborgsverken 
Ayr 
Azhikkal, see Calicut 
Azores 
Azovstal, see Mariupol 
Azua 
Azzawiya, see Zawia 


B 
Ba Ngoi 
Ba Yu Quan, see Yingkou 
Babitonga Bay, 


see Sao Francisco do Sul 
Backviken, see Landskrona 
Bacong, see Dumaguete 
Baddeck 
Bado, see Uddevalla 
Baejarbryggjan, see Siglufjord 
Bagfas, see Bandirma 
Bagnoli 
Bagotville, see Port Alfred 
Bahamas 
Bahia, see Salvador 
Bahia Blanca 
Bahia de Charco Azul, 

see Puerto Armuelles 
Bahia Gregorio, see Punta Arenas 
Bahia Honda, see Mariel 
Bahia Las Minas 
Bahrain 
Bahregan 
Baia da Ilha Grande, 

see Angra dos Reis 
Baie Comeau 
Baie de la Possession, 

see Pointe des Galets 
Baie des Dames, see Noumea 
Baie des Flamands, 

see Fort de France 
Baie Ugue, see Noumea 
Baithkol, see Karwar 
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Baj Baj, see Calcutta 
Bajo Grande 
also see Maracaibo Lake 
Bakar, see Rijeka 
Balao Terminal 
Balboa 
Balikpapan 
Baliwasan, see Zamboanga 
Ballah, see Suez Canal 
Ballast Head 
Ballast Point, 
see Sydney, N.S.W., Australia 
Balls Head, 
see Sydney, N.S. W., Australia 
Ballybricken Point, see Cork 
Ballylumford, see Larne 
Balmain, 
see Sydney, N.S.W., Australia 
Balongan 
Baltic Deep-Sea Pilotage 
Baltimore 
Banaba 
Banana 
Bandar Abbas 
Bandar Imam Khomeini 
Bandar Mahshahr 
Bandholm 
Bandirma 
Banes 
Bangkok 
_ Bangladesh 
Bangor, Northern Ireland, U.K. 
_ Bangor, Maine, U.S.A. 
-Banias 
Banjarmasin 
Banjul 
Bantry Bay 
Banyu, see Bunyu 
Banyuwangi 
hes (Port Meneng) 


eal see Moa 
Barahona 

Baram, see Miri 

Barao de Tefe, see Antonina 
Barbados 

Barber’s Point, see Honolulu 
_ Barbours Cut, see Houston 
Barcadera 

Barcelona 

Bari 

Barima Bar, see Orinoco River 
Barney Point, see Gladstone 
Barquito, see Chanaral 

Barra do Riacho 

Barranquilla 

Barreiro, see Lisbon 
Barrosso Terminal, 

: see Sao Sebastiao 
Barrow-in-Furness 

Barrow Island 

Barry 

Bartica, see Essequibo River 
Barton, see Manchester, U.K. 
Basle 

Basrah 

Bassens, see Bordeaux 
Basse Terre, Guadeloupe 
Basseterre, St.Christopher and Nevis 
Bastia 

Basuo 

Bata 

Bataan 

Batangas 

Batang Lupar, see Sejingkat 
Bathurst, see Banjul 

Baton Rouge 

Batsfjord 

Batu Ampar 

Batumi 

also see Late Reports 

Bauan, see Batangas 

Bay des Dames, see Noumea 
Bay N’'Go, see Noumea 

Bay of Fundy, 

see Saint John, N.B., Canada 

Bay of Plenty, see Tauranga 
Bay Roberts 

Bayonne, France 

Bayonne, N.J., see New York 
Bayou Cosotte, see Pascagoula 
Bayport, see Houston 
Bayside, see St. Andrews 
Baytown 

Beaumont 

Beauty Point, see Launceston 


Bec d'Ambes, see Bordeaux 
Becancour 
Bedi Bunder 
Bei Hai 
Beilun, see Ningbo 
Beira 
Beirut 

also see Late Reports 
Bejaia 

also see Late Reports 
Belawan 
Belekeri 
Belem 
Belfast 
Belgium 
Belgorod-Dnestrovsky 
Belitung, see Tanjung Pandan 
Belize 
Belize 
Bell Bay, see Launceston 
Belledune 
Bellingham 
Belwaarde, see Paramaribo 
Ben Thuy, see Nghe Tinh 
Bengkalis Strait, see Dumai 
Benghazi 
Bengkulu 
Beni Enzar, see Port Nador 
Benicia 
Benin, Peoples’ Republic of 
Benoa 


Berbera 


also see Late Reports 
Berbice, see New Amsterdam 
Berdyansk 
Bergen 
Bergs Harbour, see Stockholm 
Bermuda 
Berner's Bay, see Juneau 
Berre, see Marseilles 
Berrys Bay, 

see Sydney, N.S.W., Australia 
Betio, see Tarawa 
Beypore 
Beyrouth, see Beirut 
Bhavnagar 
Biak 
Bilbao 
Billingham, see Tees River 
Bima 
Bima Marine Terminal 
Bin Qasim, 

see Port Muhammed Bin Qasim 
Bintangor, see Sibu 
Biocobian, see Aparri 
Bintulu 
Bintulu Terminal 
Biringkasi 
Birkenhead, see Liverpool, U.K. 
Birsfelden, see Basle 
Bislig 
Bissau 
also see Late Reports 
Bitung 
Bizerte 
Bjorno, see Kristinestad 
Black Cape, see New Richmond 
Blang Lancang, see Lhokseumawe 
Blaye, see Bordeaux 
Bloors Wharf, see Medway Ports 
Blount Is., see Jacksonville 
Blowing Point 
Bluff 
Blyth 
Boca Chica 
Boca Grande, Cuba, see Jucaro 
Boca Grande, Florida, U.S.A. 
Bocas del Toro, see Almirante 
Bodo 
Bohavan, see Sandakan 
Bokfjord, see Kirkenes 
Bolivia 
Boma 
Bombay 
Bonaberi, see Douala 
Bonaire, see Netherlands Antilles 
Bonaire Terminal 
Bone, see Annaba 
Bonny 
Bonsu, see Saltpond 
Bontang 
Boom, see Brussels 
Boqueron, see Guantanamo 
Bora Bora 
Borburata, see Puerto Cabello 
Bordeaux 


Borge, see Fredrikstad 
also see Sarpsborg 


Borssele, see Flushing 
Borstahusen, see Landskrona 
Borusan ‘ 


Bosporus, see Istanbul 
Boston, U.K. 7 


Botlek, see Rotterdam 
Botnaneset, see Floro 
Botwood 

Bouc, see Marseilles 
Bougie, see Bejaia 
Boulogne sur Mer 
Bourail, see Noumea 
Bourgas 

Bouri 

Bouzas, see Vigo 

Bow Creek, see London 
Bowen 

Bowling, see Clyde Port 
Braakman, see Terneuzen 
Braefoot Bay 


Brahestad, see Raahe 
Braila 
Braintree, see Boston, U. S.A. 
Brake 


Brasil, see Bonaire Terminal 

Brass Terminal is " 
also see Late Reports ; 

Braviken, see Norrkoping 

Brazil 3g 

Brazos, see Freeport, Texas, U 

Brega, see Marsa el Brega 

Bremen ? 

Bremerhaven » 

Brest 

Brevik 

Brewer, see Bangor, Maine — 

Bridgeport 3 

Bridgetown 

Bridgewater, N.S., Carmina 

Bridlington 

Brighton 

Brindisi 

Brisbane 

Bristol 

Brixham 

Brofjorden 

Bronnoysund 

Brooklyn, see New York 

Broome 

Brownsville 


Brunei, see Brunei Darussali am. 
Brunei Darussalam 
Brunsbuttel 

Brunswick 

Brussels 

Buatan 

Buchanan 

Buckie 

Buckner Bay, see Nishihara ‘ 
Bucksport, see Bangor, Maine, U.SA 
Bude 4 
Budge Budge, see Calcutta — 
Buenaventura 

Buenos Aires 

Bufadero, see Nuevitas 
Buffalo 

Buffington, see Chicago / 
Bugas, see Belgorod-Dnestrc 
Buka 


Bukpyung, see Tonghae 
Bulgaria 

Bullen Bay 

Bulwer Is., see Brisbane 
Bunbury 

Bundaberg 

Bunyu 

Burea, see Skelleftehamn 
Burela q 
Burma, see Myanmar, Union | 
Burnaby, see Vancouver, B.C., Caf 
Burnie { 
Burns Harbour 

Burnside 

Burntisiand 

Buru Island, see Wamsasi 
Burutu 

Busan 


stanbul 


Canal 
encia, see Punta Arenas 


Rivadavia 
S, 
loro Rivadavia 


doro Rivadavia 
a, See Taital 


y, see Port Hawkesbury 
of Canso 
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Cardiff 
Cardon, see Punta Cardon 
Caripito 
Carleton 
Carlisle Bay, see Bridgetown 
Carmopolis, see DTBASA/SE 
Carnarvon, Australia 
also see Late Reports 
Caronte, see Marseilles 
Carrickfergus 
Cartagena, Colombia 
Cartagena, Spain 
Carteret, see New York 
Casablanca 
Casilda, see Cienfuegos 
Castellon de la Plana 
Castle Island, Alaska 
Castle Island, Mass. 
see Boston, U.S.A. 
Castletown, I.o.M., UK 
Castletownbere 
Castries 
Castro-Urdiales 
Catania 
Catbalogan, see Tacloban 
Cavalla, see Kavalla 
Cay Frances, see Caibarien 
Cayenne 
Cayman Brac 
Cayman Islands 
Cayo Arcas 
Cayo Diana, see Cardenas 
Cayo Juan Claro, 
see Puerto Padre 
Cayos Arcas, see Cayo Arcas 
Ceara, see Fortaleza 
Cebu 
Cedros Island, see Morro Redondo 
Ceiba Hueca, see Manzanillo, Cuba 
Cephalonia, see Argostoli 
Ceuta 
Ceyhan, see Botas 
Chacabuco, see Puerto Chacabuco 
Chaguaramas 
Chah-Bahar 
Chake Chake 
Chalkis 
Challis 
Chalmette, see New Orleans 
Chaina, see Mongla 
Champerico 
Chanaral 
Chancay 
Chandler 
Changhang, see Kunsan 
Char Bahar, see Chah-Bahar 
Charleston 
Charlestown, Mass., 
see Boston, U.S.A. 
Charlotte-Amalie, 
see St. Thomas, Virgin Islands 
Charlottetown 
Chatham, N.B., Canada 
Chatham, U.K., see Medway Ports 
Chatham Dockyard, 
see Medway Ports 
Chekaa 
Chelsea, Mass., see Boston, U.S.A. 
Chelsea, N.Y., see New York 
Chemainus 
Cherbourg 
Cheribon, see Cirebon 
Chernomorsk 
Cherry Point, see Bellingham 
Chesapeake and Delaware Ship Canal, 
see Baltimore 
Chiba 
Chicago 
Chicoutimi, see Port Saguenay 
Chile 
Chilean Ship Reporting System 
(CHILREP) 
Chim Wan, see Kin Wan 
Chimbote 
Chin Huangtao, see Qinhuangdao 
China, People’s Republic of 
Chinhai 
Chinnampo, see Nampo 
Chinwangtao, see Qinhuangdao 
also see China (General) 
Chioggia 
Chiriqui Grande 
Chisimaio 
Chittagong 
Chiungchow Straits, 
see China (General) 
Chiwan 
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Chowder Bay, 
see Sydney, N.S.W., Australia 
Christchurch, see Lyttelton 
Christiansted, see Limetree Bay 
Christmas Island 
Chuk Samet Port, see Sattahip 
Chungjin 
Churchill 
Cienfuegos 
Cigading 
Cilacap 
Cinta Terminal 
Cirebon 
Ciro Marina 
Ciudad Bolivar, see Orinoco River 
Ciudad Trujillo, 
see Santo Domingo 
Civitavecchia 
Clarence Cove, see Punta Arenas 
Clarenville 
Claveria, see Aparri 
Cleveland 
Cliffe, see London 
Clifton Point, see Nassau 
Clifton Ridge, see Lake Charles 
Clyde Port 
Clydebank, see Clyde Port 
Coatzacoalcos 
Cobh, see Cork 
Cochin 
Cockatoo Island, see Sydney, N.S.W. 
Cockatoo Island, W.A., ‘ 
see Yampi Sound 
Cockburn Sound, see Fremantle 
Coco Solo North 
Colchester 
Coleraine 4 
Collingwood 
Colombia 
Colombo 
Colon 
Colonia 
Come by Chance 
Commodore Point, see Jacksonville 
Comodoro Rivadavia 
Comoros, Republic of 
Conakry 
Concarneau 
Concepcion Bay, Chile, 
see Talcahuano 
Concepcion del Uruguay 
Conchan 
Congo, Peoples’ Republic of 
Constable Hook, see New York 
Constantza 
also see Late Reports 
Contrecoeur 
Corvent, see Burnside 
also see South Louisiana 
Coode Island, see Melbourne 
Cook Islands ; 
Coolkeeragh, see Londonderry 
Coondapur 
Coos Bay 
Copenhagen 
Coquimbo 
Cordova 
Corfu 
Corinth, see Isthmia 


Corniquel, see Quimper-Corniquel 
Cornwall 
Corojal, see Antilla 
Coronel 
Corpach, see Caledonian Canal 
Corpus Christi 
Corunna 
Coryton, see London 
Cossack, see Port Walcott 
Costa Rica : 
Cotabato City, see Polloc 
Cotonou 
Courtenay Bay, 

see Saint John, N.B., Canada 
Covenas 
Cowes 
Cowichan Bay 
Creaksea 
Crib Point, see Hastings 
Cristobal 
Croatia 
Crofton, see Chemainus 
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Cromarty Firth Port 
Cronstadt Island 
Crown Point 
Cua Lo 
Cuba 
Cuddalore 
Cul de Sac Bay 
Cumana, see Puerto Sucre 
Curacao, see Netherlands Antilles 
Curacao Oil Terminal, 
see Bullen Bay 
Curtis Bay, see Baltimore 
Cutuco, see La Union 
Cuxhaven 
Cuyahoga, see Cleveland 
Cyprus 
Cyrus Terminal, see Soroosh Terminal 


D 


Da San Shan Channel, see Dalian 
Dadiangas 
Daepo, see Daipori 
Daesan 
Dagenham, see London 
Dahej 
Daipori 
Dairen, see Dalian 
Dakar 
Dakhla, see Villa Cisneros 
Dalaguete, see Cebu 
Dalhousie 
Dalian 
Dalmine, see Campana 
Dalrymple Bay, see Hay Point 
Damietta 
Dammam 
Dampier 
Danang 
Danao, see Cebu 
Dandong 
Danzig, see Gdansk 
Dardanelles, see Turkey (General) 
Dar-es-Salaam 
Darin, see Saudi Arabia (General) — 
Darius Terminal, see Dorood Terminal 
Darling Harbour, 

see Sydney, N.S.W., Australia 
Dartford Creek, see London 
Dartmouth 
Daru 
Darwin 
Das Island 
Datu, see Sabah (Minor Ports) 
Datuk Sim Kheng Hong, 

see Kuching 
Davant, see Plaquemines 
Davao . 
Davao del Sur, see Davao 
Davis Point, see San Francisco 
Dawas River, see Ramba 
De Kastri 
Deauville, see Trouville-Deauville 
Deer Park, see Houston 
Degema 
Degrad-des-Cannes 
Delair, see Philadelphia 
Delaware River, see Philadelphia 
Delfzijl 
Dellys 
Delta, see Golovasi 
Demerara, see Georgetown, Guyana 
Den Helder 
Denmark 
Denofa, see Fredrikstad 
Derince 


Derna 
Dernish Island Jetty, 

see Shannon Estuary 
Destrehan, see South Louisiana 
Detroit 
Devonport, Tasmania, Australia 
Dhekelia ‘B’ 
Dhuba, see Saudi Arabia (General) 
Diamante 
Diamond Harbour, see Calcutta 
Dicido, see Castro-Urdiales 
Diego Suarez, see Antsiranana 
Dieppe 
Digby 
Diliskelesi 


Dilli 
Dina, see Rijeka 
Dingle, see Liverpool 
Dinish Island, see Castletownbere 
Discovery Bay, see Port Rhoades 
Divilacan, see Aparri 
Dixon Island, see Port Walcott 
Djakarta, see Jakarta 
Djeno Terminal 
Djibouti, Republic of 
Djibouti 
Djuron, see Norrkoping 
Dneprobugsky 
Doha 
Dominica 
Dominican Republic 
Donaldsonville 

also see South Louisiana 
Donges, see Nantes 
Dorchester Terminal, see Portsmouth, 

New Hampshire, U.S.A. 
Dordrecht 
Dorood Terminal, see Kharg Island 
Dortyol Terminal, see Botas 
Dos Bocas 
Douala 
Douro River, see Leixoes and Oporto 
Douglas, I.0.M., U.K. 
Dover 
Drammen 
Drapetzona, see Piraeus 
Dreines, see Trangisvaag 
Drujba, see Varna 
DTBASA/SE 
Dubai 
Dublin 
Dubrovnik 
Duisburg-Ruhrort 
Dulang Marine Terminal 
Duluth-Superior 
Duke Point, see Nanaimo 
Dumaguete 
Dumai 
Dun Laoghaire 
Dunbar 
Dundalk, Ireland 
Dundalk, see Baltimore 
Dundee 
Dunedin, see Otago 
Dunkerque, see Dunkirk 
Dunkirk 
Dunmore East 
Dunoon 
Durano, see Cebu 
Durazzo, see Durres 
Durban 
Durres 
Dutch Harbour, see Unalaska 
Dzaoudzi, see Port Dzaoudzi 


Eagle Point, see Philadelphia 

East Boston, see Boston, U.S.A. 
East intercourse Island, see Dampier 
East Johore Strait, see Pasir Gudang 
East London 

East Zeit Terminal 

Easter Island 

Eastham, see Manchester 

Eccles, see Manchester, U.K. 
Eckernforde 

Economia Avan - Port, see Archangel 
Ecopetrol, see Cartagena, Colombia 
Ecuador 

Eden 

Edgewater, see New York 
Edinburgh, Tristan de Cunha 

Edincik 

Eemshaven 

Ege Gubre, see Nemrut Bay 
Egedesminde, see Aasiaat 

Egersund 

Egypt, Arab Republic of 

Eilat 

Einswarden, see oh 

Eiosvik, see Reykjavik 

Eire, see Ireland, Republic of 
Ekenas 

El Aaiun, see Laayoune 

El Alamein, see Marsa al Hamra 


El Botado, see Puerto Duarte 
El Chaure 
El Dekheila, see Alexandria, Egypt 
E! Djazair, see Algiers ; 
El Djedid, see Arzew 
El Guamache 
El Jadida 
El Palito 
El Salvador 
El Segundo 
El Tablazo 

also see Maracaibo Lake 
Elath, see Eilat 
Elbehafen, see Brunsbuttel 
Elbe Terminal, see Brunsbuttel 
Elefsinos, see Itea 
Elefsis, see Eleusis 
Eleusis 
Elizabeth, see New York 


Ellington, see Suva j 7 
Ellinoperamaton, see Iraklion — 


Elsinore, see Helsingor 
Emden 


Emu Bay, see Burnie 
Enfeh Terminal, see Chekaa 
English Bay, 

see Georgetown, Ascens 
English Bay, see Vancouver B. 

Canada 
Ensenada, Mexico 
Ensenada de Mora, 

see Manzanillo, Cuba | 

Ensted 
Enstedvaertkets, see Aabenraa 
Equatorial Guinea * 2 
Erawan 
Eregli 
Erie 
Eritrea 
Es Sider 
Esbjerg J 
Escombreras, see Cartagena, | Dain 
Escravos - 

also see Late Reports 
Esmeraldas 

also see Balao Terminal 
Esperance 


Essequibo River 
Essvik, see Sundsvall 
Estaque, see Marseilles 
Estonia 
Etajima 
Etang de Berre, see Marseilles 
Eten 
Eureka a 
European Economic Community (EEC 
Tanker Check List ° " 
Europoort, see Rotterdam 
Evapatoria 
Everett, Mass., see Boston, U.S.A. 
Everett, Washington 
Everton, see New Amsterdam > m 
Evripos Strait, see Chalkis — 
Exmouth, W.A., Australia 


Faeringehavn 
Fagerstrand, see Oslo 
Faial, see Horta 

Fairview Cove, see Halifax 
Falconara, see Ancona 
Falkland Islands 

Fall River 

Falmouth 

Falster, see Nykobing 
Famagusta 

Fangcheng 
Fao 
Farasan, see Saudi Arabia (Ge nel 
Farge, see Bremen 
Faroe Islands 

Faslane, see Clyde Port 
Fateh Terminal : 
Faversham, see Medway Ports" 
Fawley, see Southampton 
Fayal, see Horta 

Fecamp 


a Flow 


ove, see Christmas Island 
ut Bay 
‘see Port-au-Prince 


uzhou 
shina (General) 


our, see Shannon Estuary 
, see Shannon Estuary 


a s, see Gavie 


int, see Portsmouth, 
pshire, U.S.A. 
amas 

rmuda, see Hamilton 
‘as, U.S.A. 


Gabes 
Gabon 
Gaeta 
Galata, see Istanbul 
Galatzi 
Galena Park, see Houston 
Galeota Point 
Galle 
Galvan, see Bahia Blanca 
Galveston 
Galway 
Gamagori 
Gamba 
Gambia 
Gandia 
Garitsa Bay, see Corfu 
Garrucha 
Garston 
Garyville, see South Louisiana 
Gashaga, see Stockholm 
Gaspe 
Gastgivarehagen, see Norrkoping 
Gastria Bay, see Kalecik 
Gateshead, see Tyne District 
Gatun Lake, see Panama Canal 
Gavilan Point, see Zamboanga 
Gavie 
Gazenica, see Zadar 
Gdansk 
Gdynia 
Gebe Island 
Gedser 
Geelong 
Gefle, see Gavie 
Geismar 
Geisum Marine Terminal 
Gela 
Gellibrand, see Melbourne 
Gemikonagi 
Gemlik 
General San Martin 
General Santos City, see Dadiangas 
Genoa 
Geographe Bay, see Busselton 
Georgetown, Ascension Island 
Georgetown, Cayman Islands 
Georgetown, Guyana 
Georgetown, S.C., U.S.A. 
Georgia 
Geraldton 
Geras Bay, see Mitilene 
Germany 
Gerona, Cuba, see Nueva Gerona 
Gerona, Spain, 

see Sant Feliu de Guixols 
Ghana 
Ghannouche, see Gabes 
Ghazaouet 
Ghazawet, see Ghazaouet 
Ghent 
Gibara, see Vita 
Gibraltar 
Gibraltar 
Gijon 

also see Late Reports 
Gillingham, see Medway Ports 
Gingoog 
Girard Point, see Philadelphia 
Giresun 
Girvan 
Gisborne 
Gismeroya, see Mandal 
Gizan 
Gizo 
Gladstone 
Glasgow, see Clyde Port 
Glebe Is., 

see Sydney, N.S.W., Australia 
Glensanda 
Glomfjord 
Gloucester, U.K., 

see Sharpness and Gloucester 
Gloucester, U.S.A., see Philadelphia 
Gluckstadt 
Gocek 
Goderich 
Godhavn, see Qegertarsuaq 
Godthab, see Nuuk 
Golfito 
Golluk 
Golovasi, see Botas 
Good Hope, see South Louisiana 
Goole 
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Goose Bay 
Gorda, see Moa 
Gore Bay, 

see Sydney, N.S.W., Australia 
Gosport, see Portsmouth, U.K. 
Goteborg, see Gothenburg 
Gothenburg 
Gotland Is., see Slite 
Gove 
Grafarvogur, see Reykjavik 
Gramercy, see South Louisiana 
Gran Canaria, see Las Palmas 
Grand Bank 


Grand Mal, see St. George's, Grenada 


Grand Turk 

Grangemouth 

Granton 

Granudden, see Gavie 
Granville 

Grays, see London 

Grays Harbor 

Great Bitter Lakes, see Suez Canal 
Great Yarmouth 

Greece 

Green Bay 

Greenhithe, see London 
Greenland 

Greenock, see Clyde Port 
Greenville 

Greenwich Point, see Philadelphia 
Gregorio, see Punta Arenas 
Grenaa 

Grenada 

Gresik 

Gretna, see New Orleans 


Bins 
518 


152 
2135 
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nm 
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Griffin Venture, Australia, see Late Reports — 


Grigorevsky, see Yuzhnyy 
Grimsby 
Groningen 
Groote Eylandt 
Gros Cacouna 
Groton, see New London 
Gruz Harbour, see Dubrovnik 
Guacolda, see Huasco 
Guadeloupe 
Guaiba Island, see Sepetiba Bay 
Guam 
Guam 
Guanabara Bay, see Rio de Janeiro 
Guangzhou 

see China (General) 
Guanica 
Guanta 
Guantanamo 
Guaranao 
Guatemala 
Guatemala, see Antilla 
Guayabal 
Guayacan 
Guayama, see Las Mareas 
Guayanilla 
Guayaquil 
Guayas River, see Guayaquil 
Guaymas 
Guimaras, see lloilo 
Guinea, Republic of 
Guinea Bissau, Republic of 
Guiria, see Caripito 
Gulfhavn 
Gulf of Morresquillo, see Covenas 
Gulfport, Mississippi 
Gulfport, N.J., see New York 
Guyana 
Guyane 


H 


H.I.R.1. Sea Berth, see Honolulu 
Hachinoe, see Hachinohe 
Hachinohe 

Hadera 

Haderslev 

Haeju 

Hafnagardur, see Siglufjord 
Hafnarfjordur 

Hagu, see Lhokseumawe 
Hahnville, see South Louisiana 
Haifa 

Haijuube, see Haeju 

Haikou 

Haimen 


2001 
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Haines 
Haiphong 
Haiti 
Hakata 
Hakodate 
Halat al Mubarraz, 
see Mubarraz Island 
Halden 
Haldia 
Halifax 
Halkis, see Chalkis 
Halling, see Medway Ports 
Hallstavik , 
Halmstad 
Halul Island 
Hamada 
Hamble, see Southampton 
Hamburg 
Hamilton, Australia, see Brisbane 
~ Hamilton, Bermuda 
Hamilton, Ontario, Canada 
Hamina 
Hammerfest 
Hampton Roads District 
Hamra, see Marsa al Hamra 
Hamrawein 
Hamriya, see Dubai 
Hamriyah 
Hamriyah LPG Terminal 
Hangzhou 
Hanko ' 
Hannan Port, see Sakai 
‘Hantsport 
-Haraholmen, see Pitea 
Haramidere, see Istanbul 
_ Harbour Grace 
Harbour Head, see Kingston, Jamaica 
Harburg, see Hamburg 
Hargshamn 
Harnosand 


_ Harper 


Harstad 
Hartlepool! vies 
Harvey, see New Orleans 
Harwich 
Hastings, Australia 
Hastings, N.Y., see New York: 
‘Haugesund 
Haulbowline Island, see Cork 
Havana 
Havden, see Stenungsund 
‘Havre St. Pierre ; 
Hawkins Point, see Baltimore 
_ Hay Point 
Haydarpasa, see Istanbul 
-Heianza Is., see Kin Wan 
Heimaey, see Vestmannaeyjar 
Helmi, see Raahe 
Helsingborg 
Helsingor 
Helsinki 
Hemixem, see Antwerp 
Henecan, see San Lorenzo, Honduras 
Hepokari, see Uusikaupunki 
Heraklion, see Iraklion 
Herceg-Novi, see Zelenika 
Hercules, see San Francisco 
Hereke 
Hernosand, see Harnosand 
Heroya 
Herradura Bay, see Guayacan 
Herttoniemi Harbour, see Helsinki 
Heungnam 
Heysham 
Hibi 
Hibikinada 
Higashi-Harima, see Kakogawa 
Hikari 
Hikoshima, see Shimonoseki 
Hillwood, see Launceston 
Hilo 
Himeji 
Himekawa 
Hiro Bay, see Kure 
Hirohata, see Himeji 
Hiroshima 
Hitachi 
Ho Chi Minh City 
Hobart 
Hoboken, see New York 
Hochfeld, see Duisburg-Ruhrort 
Hodeidah 
Hog Island, see Philadelphia 
Hoganas 
Holbaek 
Holden Oil Dock, see Melbourne 


Holehaven, see London 
Holmsgarth, see Lerwick 
Holmsund, see Umea 
Holsteinsborg, see Sisimiut 
Holtenau 
Holyhead 
Holyrood, see St. John’s, 
Newfoundland, Canada 
Homer 
Hon Chong 
Hon Gay, see Quang Ninh Area 
Honavar 
Hondagua 
Honduras 
Honduras Oil Terminal, 
see Santa Cruz de Tenerife 
Honfleur 
Hong Kong 
Hong Kong ; 
Honiara- 
Honolulu 
Hooker Point, see Tampa 
Hopa 
Hope Island, see Kakinada 
Horie, see Matsuyama 
Hornefors 
Hornillo, see Aguilas and Hornillo 


-Horsens 


Horta 

Horten 

Hososhima 

Hound Point 

Houston ; 

Hovic, see Limetree Bay 

Howdon, see Tyne District 

Howland Hook, see New York 

Howth 

Hoyanger 

Hsingkang, see Tianjin/Xingang 
also see China (General) 
and Taku Bar 

Huacho 


-Hualien 


Huangpu, see Guangzhou ~ 
Huangshi_ 


also see Late Reports 
Hudiksvall 
Hudson River, see New York 
Huelva 
Hueneme 
Huizhou Terminal 

also see Late Reports 
Hulaylah Terminal 
Hull 
Humbermouth, see Corner Brook 
Humboldt Bay, see Eureka 
Humbug Point, see Weipa 
Hungnam, see Heungnam 
Hunters Point, see San Francisco 
Hunterston, see Clyde Port 
Huntington Beach, U.S.A. 
Huron 
Husnes 
Hussey Sound, 

see Portland, Maine, U.S.A. 
Husum 


Ibicuy 

Ibiza 

Iceland 

Igarka 

Iggesund, see Hudiksvall 
lho 


Iimuiden, see Ymuiden 

llang, see Davao 

lle Mayotte, see Port Dzaoudzi 
lle Rousse 

Ilha Barnabe, see Santos 

llha Grande, see Angra dos Reis 
llha Madeira, see Sepetiba Bay 
Ilha Redonda, see Rio de Janeiro 
lIheus 

llichevsk 


llulissat 
Imabari 


Imahuru, see Imabari 
Imari 

Imazu, see Matsuyama 
Imbituba 

Immingham 

Ince, see Manchester, U.K. — 
Inchon 

India 

Indiana Harbour, see Burns 
Indonesia 

Ingeniero, see La Plata 


Inkoo 

Innoshima 

Innuit Head, see Iqaluit 
Inokuchi, see Omishima , 
Inspection Head, see Launce: 

Intersection, see The River Ple 
Invergordon, see Cromarty Firth Port 
Inverness 

loshima, see Nagasaki 
Ipswich 

Iqaluit 

Iquique 

Iraklion 

Iran 

Iraq. 

Ireland, Republic of 


Isabel 

Isabela de Sagua 
Isafjord 

Isdemir 

Ise Bay, see Nagoya 
Ishikariwan-Shinko 
Ishinomaki 
Iskenderun 


Isla de Bioko Terminal, " 
see Punta Europa Marine 
Isla de Pinos, see Nueva Gero! 
Isle of Boulay, see Abidjan 
Isle of Grain, see Medway Ports — 
Isle of Pines, see Noumea 
Isle of Sheppey, see Medway P Ports 
Israel 
Isrecognosceringsstation, 
see Narssarssuaq 
Istanbul 
Isthmia 
Istinye, see Istanbul 
Itajai 


Itaqui, see Sao Luis 
Itea 

Itozaki, see Onomichi-Itozaki 
Itzehoe 

Ivigtut 

Ivory Coast 

Iwaki, see Onahama 
Iwakuni 

Izmail 

Izmir 

Izmit 

Izon 

Izuhara 


Jabiru, see Challis/Jabiru/Skua — 
Jacintoport, see Houston 
Jacksonville 
Jakarta 
Jakhau 
Jakobshavn, see Ilulissat 
Jakobstad 

also see Late Reports 
Jamaica 
Jambi 
Jamestown, St. Helena 
Japan 

also see Late Reports 
Jarrow, see Tyne District 
Jawaharlal Nehru Port 
Jayapura ; 
Jazirat Zarakku Island, see Zirk : 
Jebel Ali 


sto 
see Suez Canal 
kelleftehamn 


Shimotsu 

New Orleans 

rt Kamsar 

a Marine Terminal 


‘ea 
taahe 


nda, 
rgsverken 
halkis 


2 Aokata 
Port Kamsar 
‘Milos Island 


ate Reports 
regli, see Eregli 
see Gemikonagi 


Kasaoka 1091 
Kashima 1092 
Kasim Marine Terminal 903 
Kaskinen 641 
Kasko, see Kaskinen 641 
Kaskoy, see Istanbul 1971 
Kastrades, see Corfu 754 
Katakolon 759 
Katsini Bay, see Aghios Nikolaos 751 
Katsunan, see Chiba 1065 
Kaukas, see Saimaa Canal 650 
Kaukopaa, see Saimaa Canal 650 
Kaur, see Banjul 711 
Kavalla 759 
Kavieng 1556 
Kawaihae, see Hilo 2223 
Kawasaki 1094 
Keelung 1902 
Kefalomandouko, see Corfu 754 
Keflavik, see Keflavik-Njarovik 813 
Keflavik-Njarovik 813 
Keinin, see Tokyo 1161 
Kelang, see Port Klang 1312 
Kelloniemi, see Saimaa Canal 650 
Kemaman 1288 
also see Late Reports 

Kemi 641 
Kenai, see Nikiski 2276 
Kenitra 1367 
Kenya 1186 
Keppel Harbour, see Singapore 1766 
Kerain, see Norrkoping 1875 
Kerasunda, see Giresun 1967 
Keratsini, see Piraeus 764 
Kerkyra, see Corfu 754 
Kerteh Terminal 1289 
Ketchikan 2238 
Khalf, see Mukalla 2449 
Khalkis, see Chalkis 753 
Khanom 1918 
Kharg Island 957 
Kharg Terminal, see Kharg Island 957 
Khemco Terminal, see Kharg Island 957 
Kherson 1988 
Kholmsk 1678 
Khor al Zubair 976 
Khor Dubai, see Dubai 2016 
Khor Fakkan 2043 
Khor Musa, see Bandar Mahshahr 954 
Khor-al-Amaya 975 
Khorramshahr 964 
Khrysokhou Bay, see Latchi 530 
Khulna, see Mongla 194 
Kiabo Marine Terminal, see Late Reports 

Kiel 733 
Kiel Canal 734 
Kieta 1557 
Kiire 1096 
Kijang 904 
Kikuma 1097 
Kilia 1989 
Kilindini, see Mombasa 1186 
Kill Van Kull, see New York 2272 
Killingholme, see Immingham 2100 
Killona, see South Louisiana 2336 
Killybegs 984 
Kimbe 1557 
Kimitsu, see Kisarazu 1101 
Kin Wan 1098 


King Abdul Aziz Port, see Dammam 1709 
King Fahd Industrial Port, see Jubail 1720 
King Fahd Port, Madinat 

Yanbu-Al-Sinaiyah, see Yanbu 1745 


King’s Lynn 2104 
Kingsnorth, see Medway Ports 2122 
Kingston, Ontario 321 
Kingston, Jamaica 1053 
Kingstown 1703 
Kingsville 322 
Kinsale 984 
Kinuura 1100 
Kipevu, see Mombasa 1186 
Kiribati 1189 
Kirkcaldy 2104 
Kirkenes 1496 
Kirkwall 2105 
Kirton Point, see Port Lincoln 140 
Kisarazu 1101 
Kishon, see Haifa 993 
Kismayu, see Chisimao 1791 
Kissy Oil Terminal, see Freetown 1763 
Kitakyushu, see Moji 1121 
Kitimat 322 
Kivalina, see Red Dog 2311 
Klaipeda 1276 


Klakksvik 632 
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Klang, see Port Klang 

Kleinhuningen, see Basle 

Kleppsvik, see Reykjavik 

Kleven, see Mandal 

Klintehamn 

Klongtoi, see Bangkok 

Klubbdjupshammen, see Oskarshamn 

Klybeck, see Basle 

Kobe 

Kochi 

Kodiak 

Koge 

Kohani, see Mkoani 

Kohsichang 

Kokkola 

Koko 

Kokura 

Kolding 

Kole 

Kollafjordur, see Reykjavik 

Kolo Harbour, see Karlshamn 

Komatsushima, 's 
see Tokushima-Komatsushima 

Kompongsom, see Sihanoukville’ 

Koolan Island, see Yampi Sound 

Koper 

Kopervik 

Koping 

Kopli, see Tallinn 7 ia 

Korea, Dem. People’s Republic of 

Korea, Republic of 

Korsor 

Korsoer, see Korsor 

Kosulanniemi, see Saimaa Canal 

Kota Kinabalu 

Kotka 

Kouaoua, see Noumea 


‘Kourou 


Koverhar ‘ 
Kowloon, see Hong Kong 
Kpeme 
Krabi 
Kragero 
Kralendijk 
Kribi 
Kristiansand S. 
Kristiansund N. 
Kristinehamn 
Kristinestad | 
Krk Island, see Rijeka 
Kroksvik, see Kristinehamn 
Kruena Geukueh, see Lhokseumawe 
Krueng Raya 
Kuala Belait, see Seria 
Kuala Beukah 
Kuala Rompin, see Rompin 
Kuala Tanjung 
Kuantan 

also see Late Reports 
Kubikenborg, see Sundsvall 
Kuching 
Kudamatsu ) 
Kudat, see Sabah (Minor Ports) 
Kumpusaari, see Saimaa Canal 
Kumul Marine Terminal 
Kunak ; . 
Kundapura, see Coondapur 
Kunsan 
Kuntaur, see Banjul 
Kuopio, see Saimaa Canal 
Kurashiki, see Imabari 
Kure 
Kurihama, see Yokosuka 
Kurnell, see Botany Bay 
Kushiro 
Kusulanniemi, see Saimaa Canal 
Kuto Wharf, see Noumea 
Kutubidia, see Chittagong 
Kutubu, see Kumul Marine Terminal 
Kuwait 
Kuwait Harbour, see Shuwaikh 
Kvarnholmen, see Stockholm 
Kwangchow, see Guangzhou 
Kwangyang, see Yosu 
Kwinana, see Fremantle 
Kymassi 
Kyndby 
Kyrenia 
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L.O.0.P. Terminal 
La Ceiba, Honduras 
La Ceiba, Venezuela 
also see Maracaibo Lake 
La Chimba Cove, see Antofagasta 
La Chiva, see Antilla 
La Ciotat 
La Estacada 
also see Maracaibo Lake 
La Goulette 
La Guaira 
La Libertad, Ecuador 
La Libertad, El Salvador 
La Mede, see Marseilles 
La Nouvelle 
La Pallice 
La Pampilla 
La Place, see South Louisiana 
La Plata 
La Rochelle 
La Romana 
La Salina 
also see Maracaibo Lake 
La Salinetas 
La Seyne-Bregaillon, see Toulon 
La Skhira, see La Skhirra_ 
La Skhirra | 
La Spezia 
La Teja, see Montevideo 
La Union 
Laajasalo Harbour, see Helsinki 
Laayoune 
Labasa 
Labuan 
Labuantring Bay 
Lacustre, see La Salina 
Lae 
also see Late Reports 
Laem Chabang 
Laen Klusi, see Phuket 
Laffiteau, see Port-au-Prince 
Lagos. 
Laguna 
Lahad Datu, see Sabah (Minor Ports) 
‘Lake Charles 
Lakehead Harbour, see Thunder Bay 
Lalang Marine Terminal f 
Lambert Point, 
see Hampton Roads District 
Lampung, see Panjang 
Landskrona 
Langkawi 
Langror, see Soderhamn 
Lan Shui Terminal : 
Lanshan 
Lanshantou, see Lanshan 
Lao Tie Shan Channel, 
see China (General) 
Lapaluoto, see Raahe 
Lappeenranta, see Saimaa Canal 
Larnaca 
Larne 
Larvik 
Las Flores, see Barranquilla 
Las Mareas 
Las Minas, see Bahia Las Minas 
_ Las Palmas 
Las Salinas Terminal, see Valparaiso 
Las Piedras Paraguana, 
see Amuay Bay 
Las Ventanas, see Quintero 
Latchford, see Manchester, U.K. 
Latchi 
Lattakia 
Latvia 
Launceston 
Laurium, see Lavrion 
Lauterbourg, see Strasbourg 
Lautoka 
Lavan Island 
Lavera, see Marseilles 
Lavrion 
Lawi Lawi 
Lazaret, see Toulon 
Lazareta, see Syros 
Lazaro Cardenas 
Lebanon 
Le Chateau d’Oleron 
Le Havre 
Le Larivot 
Le Mon 
Leerort, see Papenburg 
Legazpi 


Leghorn, see Livorno 

Lehigh, see New York 

Leith 

Leixoes 

Lembar, see Labuantring Bay 

Lenadura, see Punta Arenas 

Lengua de Pajaro, see Antilla 

Leningrad, see St.Petersburg 

Lerwick 

Les Escoumins 

Les Sables d'Olonne 

Levisa Bay, see Antilla 

Levuka 

Lhoknga 

Lhokseumawe 

Lianyungang 

Liau-Ti-Shan, see China (General) 

Liberia 

Libourne 

Libreville 

Libya, see Socialist People’s 
Libyan Arab Jamahiriya 

Lidkoping 

Liege 

Lienyunkang, see China (General) 


_ Leipaja, see Late Reports 


Lifou Island, see Noumea 
Lilleborg, see Fredrikstad 
Lillesand 

Limassol 

Limay, see Bataan 

Limbang 

Limbe 

Lime Island, see Sault St. Marie 
Limerick 

Limetree Bay 

Limhamn, see Malmo 

Limni Mines, see Latchi 

Linden, Guyana 

Linden, U.S.A., see New York 
Lindoe, see Odense 

Lindsey, see Immingham 
Lingga, see Sejingkat 

Lirquen 

Lisbon 

Liscomb 

Lithuania 

Little Aden, see Aden 

Little Cayman, see Cayman Brac 
Liverpool, N.S., Canada 
Liverpool, U.K. 

Livorno 

Lobito 

Lochmaddy 

Locust Point, see Baltimore 
Loktuan, see Bontang 

Lombo 

Lombrum Naval Base, see Lorengau 
Lome 

London and Thames District 
Londonderry 

Londunarbryggja, see Siglufjord 
Long Beach 

Long Island Point, see Hastings 
Long Pond 

Long Reach, see Launceston 
Longkou 

Longview _ 

L.O.0.P. Terminal 


Loudden, see Stockholm 

Louholmen, see Pitea 

Louisbourg 

Louisiana Offshore Oil Port, 
see L.0.0.P. Terminal 

Lovisa 

Lowestoft 

Luanda 

Lubeck 

Lucero Terminal, see Bilbao 

Lucina Marine Terminal 

Lucinda 

Luderitz 

Ludo, see Cebu 

Lulea 

Luling, see South Louisiana 

Lumut, Brunei Darussalam 

Lumut, Malaysia 

Lutong, see Miri 

Lydney 

Lysekil 

Lyttelton 

Lytton, see Brisbane 


‘Madras 


M'bya Terminal 
Maaloy 4 
Maasin, see Tacloban i 
Maasvlakte, see Rotterdam 
Macapa, see Santana 

Macassar, see Ujung Pande 
Maceio 


Mactan, see Cebu 


Madan, see Cebu 

Madang 

Madaum, see Davao 

Madeira 

Madinat Yanbu Al-Sinaiyah, — 
see Yanbu 


Madre de Deus, see Salvador 
Madryn, see Puerto Madryn 
Madura 
Magallanes Bay, see Nasipit | 
Magazine Point, see Mobile 


Magnisi, see Augusta 
Mahajunga 

Mahe, see Port Victoria 
Mahon 

Mainaga, see Batangas 
Maizuru : 
Majunga, see Mahajunga 
Majuro 
Makassar, see Ujung Pandang 
Malabo 
Malacca 
Malaga 
Malahayati, see Krueng aveil 
Malamocco, see Venice 
Malaysia 

Maldives 

Male 

Malhado, see Ilheus 
Malili 


Malongo, see Cabinda 


Malus Is., see Dampier 
Mamonal, see Cartagena, Colo 
Manati, see Puerto Padre 
Manaus 

Manchester, U.K. 


Mandal 
Mandaue, see Cebu 
Mandji, see Port Gentil 
Mandoukion, see Corfu 
Mandvi 
Manfredonia 
Mangalia 
Mangalore (Minor Port) 
also see New Mangalore | 
Mangkasa 
Mangla, see Mongla y 
Manguinhos, see Rio de Janeiro 
Manhattan, see New York : 
Maniitsoq 
Manila 
Manitowoc 
Manta 
Mantua Creek, see Philadelp 
Mantyluoto, see Pori 
Manukau Harbour, see Onehur ga 
Manzanillo, Cuba 
Manzanillo, Dominican Republic: 
Manzanillo, Mexico ‘ 
Map Ta Phut 
Maputo 
Magal, see Basrah 
Mar del Plata 
Maracaibo 
Maracaibo Lake 
Maranhao, see Sao Luis 
Marans > 
Marckolsheim, see Strasbourg 
Marcus Hook, see Philadelphia - 
Mare Island, see Noumea 
Margarita Island, see El Guama 


m Mariana Islands 
, see Melbourne 


se River Plate 
San Francisco 


Tomas de Castilla 
2 Onomichi-Itozaki 


M'bya Terminal 
El Jadida 
Georgetown, Guyana 


h, see Tees River 
Onomichi-Itozaki 


Mina Abdulla 
also see Late Reports 
Mina Al Bakir, see Albakr Terminal 
Mina Al Zoor, see Mina Saud 
Mina Al-Ahmadi 
also see Late Reports 
Mina Jebel Ali, see Jebel Ali 
Mina Khalid, see Sharjah 
Mina Qaboos, see Port Sultan Qaboos 
Mina Raysut, see Port Raysut 
Mina Saqr 
Mina Saud 
Mina Sulman 
Mina Zayed 
Mina-al-Fahal 
Minamata 
Minatitlan 
Miragoane 
Miramar, Brazil, see Belem 
Miramar, New Zealand, see Wellington 
Miri 
Mishima-Kawanoe 
Mispec Point, 
see Saint John, N.B., Canada 
Mission, see Aparri 
Mississippi Lightening Area, 
see New Orleans 
Mistaken Island, see Dampier 
Mistley 
Misumi 
Misurata 
Mitajiri- Nakanoseki, see Nakanoseki 
Mitkof Island, see Petersburg 
Mitre Canal, see River Plate 
Mitilene 
Mitsukojima 
Miyako 
Miyazu 
Mizushima 
Mjimwema Terminal 
Mkoani 
Mo-I-Rana 
Moa 
Moanda, see Banana 


_ Mobile 


Mocamedes, see Namibe 
Mocka 
Modewheel, see Manchester, U.K. 
Moengo 
Moerdijk 
Mogadiscio 
Mohammedia 
also see Late Reports 
Moin Bay, see Puerto Moin 


Mollendo, see Matarani 

Mombasa 

Monaco 

Monaco 

Monbetsu 

Moneo, see Noumea 

Money Point Generating Station, 
see Shannon Estuary 

Monfalcone 

Mongla 

Mongstad 

Moni 

Monrovia 

Montecatini, see Venice 

Montego Bay 

Montevideo 

Montijo, see Lisbon 

Mont-Louis 

Montoir, see Nantes 

Montreal 

Montrose 

Montz, see South Louisiana 

Mora, see Bombay 

Morehead City 

Moreton Bay, see Brisbane 

Mori Port, see Tanabe 


Morphou Bay, see Gemikonagi 
Morro Redondo 
Mors, see Nykobing 
Mort Bay, 
see ney, N.S.W., Australia 
Mosjoen 
Mossel Bay 
Mostaganem 
Mo'ta, see Aqaba 
Motril 
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- 1 
Moudi Marine Terminal 299 a | 
Mount Newman, see Port Hedland 133 <ee 
Mount Maunganui, see Tauranga 1438 a a, 
Mourilyan N25 
Moville, see Londonderry 2119 
Mozambique 1373 
Mozambique 1375 
Mtwara 1910 
Muara Port 288 
Mubarek Terminal 2045 
Mubarraz Island 2046 
Mucuripe, see Fortaleza 232 
Muftiyah, see Basrah 974 
Muggia Bay, see Trieste 1042 
Muhammed Bin Qasim, 
see Port Muhammed Bin Qasim 1527 
Muirton, see Caledonian Canal 2073 
Mukaishima, see Onomichi-ltozaki ik: 
Mukalla 2449 — 
Mukho 1206 — ~ 
Multedo, see Genoa 1013 “ 
Mundra SEAS: 
Mungaroo Point, see Eden “97: 
Munkedal, see Lysekil 1873 
Muntok 917 
Murmansk 1679 
Muroran 1123 
Musel, see Gijon 1830 
Musi Bar, see Palembang 917 
Mustola Harbour, see Saimaa Canal 650 
Mutrah, see Port Sultan Qaboos 1521) 
Mutsure, see Shimonoseki 1152 a 
Muuga, see Tallinn , 626 . 
My Khe, see Danang 2423 
My Thoi 2429, 
Myanmar, Union of 1378 i 
Mykonos 763 ne 
Myrtle Grove, see Plaquemines 2295 be 
u* 
N 
Naadendaal, see Turku 652 — 
Naantali 644 
Nacala 1376 
Nadendal, see Naantali 644 
Naestved 552 
Nagapattinam 843 
Nagasaki 1124 
Nagoya 1125 
Nagaura, see Yokosuka 1182 
Naha, Okinawa 1127 
Naikorokoro, see Suva ~~ 635 $ 
Nakagusuku Bay, see Nishihara 1133 
Nakanoseki 1127 
Nakety, see Noumea 1424 
Nakhodka 1680 
also see Late Reports 
Nakskov 553 
Nam Can 2429 
Namibe 19 
Namibia 1382 
Namikata 1128 
Nampo 1192 
Namsos 1503 
Nanaimo 327 
Nanao 1130 — 
Nanchital baie 1349 
Nanisivik . " 327 
Nanjing 429 
Nanking, see Nanjing 429 — 
Nantes 687 
Nantong 430 
also see Late Reports 
Naoetsu 1131 
Naoshima 1131 
Napier 1431 
Naples 1024 
Narovik, see Keflavik-Njarovik 813 
Narragansett Bay, 
see Providence, Rhode Island 2310 
Narssarssuaq 773 > 
Narvik 1503 
Naryan-Mar 1682 
Nasipit 1611 
Nassau 171 
Natal 238 
also see Late Reports 
Nauru, Republic of 1384 
Nauru 1384 , 
Navarino Bay, see Pylos 765 
Naviakhi 844 
Nawiliwili 2262 


* 
aa) 
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Necochea, see Quequen 
Nederland, see Smith's Bluff 
Neendakara 
Needham's Point, see Bridgetown 
_Negishi, see Yokohama 
‘Neiafu, Tonga, see Nuku'alofa 
Nelson 
-Nemours, see Ghazaouet 
_Nemrut Bay 
Nepoui, see Noumea 
_ Neskaupstadur 
Netherlands 
Netherlands Antilles 
Nevelsk 
_New Amsterdam 
_ New Bedford 
New Caledonia 
New Guinea, | 
see Papua New Guinea 
New Haven, Conn., U.S.A. 
‘New Holland 
New Hythe, see Medway Ports 
New Jersey, see New York 
New London 
_ New Mangalore 
_ New Nickerie 
_ New Orleans 
‘New Plymouth 
New Richmond 
New Ross 
‘New Westminster, see Fraser Port 
New York 
New Zealand 
Newark, see New York 


Newcastle, N.S.W., Australia 


Newcastle, N.B., Canada, see Chatham 
Newcastle-on-Tyne, see Tyne District 
Newhaven, U.K. 
Newington, see Portsmouth, 
New Hampshire, U.S.A. 
Newlyn 
‘Newport East, see Kingston, Jamaica 
Newport, L.o.W., U.K., see Cowes 
Newport, Gwent, UK. 
Newport News, 
see Hampton Roads District | 
Newport West, see Kingston, Jamaica 
“Nghe Tinh | 
N’Goye, see Noumea 
_ Nha Trang ; 
Nha-Be, see Ho Chi Minh City 


— 2426 


Nhava Sheva, see Jawaharlal Nehru Port 833 


Niah, see Sarawak Coastal Ports 
also see Miri 

Nicaragua — 

_Nicaro, see Antilla 


Nice | ; 


' Niedersachseribrucks. 
_ see Wilhelmshaven 
Nieuwpoort ; 
Nigeria 
Nigg Oil Terminal, 
see Cromarty Firth Port 
Niigata-Higashi — 
_ Niigata-Nishi 
~ Niihama 
Nikiski 
Nikolaev 
Ningbo 
Ningpo, see Ningbo 
Nipe Bay, see Antilla 
Niquero, see Manzanillo, Cuba 
Nishihara, Okinawa 
Nishtun 
Nissyros, see Yali Island 
Niteroi 
Njarovik, see Keflavik-Njarovik 
Norco, see South Louisiana 
Nordenham 
Nordfjordur, see Neskaupstadur 
Norfolk, see Hampton Roads District 
Norrkoping 
Norrsundet 
North Shields, see Tyne District 
North Star Bugt 
North Sydney, N.S., Canada 
North Weymouth, see Boston, U.S.A. 
Northern Ireland, 
see United Ki 
Northern Mariana Islands, 
‘Commonwealth of the 
Northfleet, see London 
Northport 
Northville, see Riverhead, N.Y. 
Norway 


1318 
1303 


1479 


Norwuz Loading Terminal, see Bahregan 948 


Noshiro 

Nouadhibou 

Nouadhibou Harbour, see Nouadhibou 
Nouakchott 

Noumea 

Nouttasaari, see Oulu 


—Novitsky Bay, see Nakhodka 


Novorossiysk 
Nueva Gerona 
Nueva Palmira 
Nuevitas 
Nuku'alofa 
Numazu | 


~Nunukan 


Nuottasaari, see Oulu 
Nuuk 

Nyborg 
Nyhamn, see Gavle 
Nykobing (Falster) 
Nykobing (Mors) 
Nykoping 
Nynashamn 


Oo 


Oakham Ness, see Medway Ports 
Oakland , 
Obbala, see Umea 
Obidos : 
Obras Bocas de Ceniza, 
see Barranquilla 


Ocean Falls 
Ocean Island, see Banaba 


Ocho Rios 

Odense 

Odessa 

Odudu Terminal 

Ofunato 

Ogdensburg 

Ogorode, see Sapele 
Oguendjo Terminal 
Ohama, see Amagasaki 
Ohgimachi, see Amagasaki 
Ohita, see Oita 
Ohmishima, see Omishima 
Oita 

Okha 

Okinawa, see Kin Wan 
Okrika, see Port Harcourt 
Okubo, see Moji 

Olbia 


Old Kilpatrick, see Clyde Port 


Oljysatama, see Turku 
Olympia 

Omaezaki 

Oman, Sultanate of 
Omisalj, see Rijeka 
Omishima 

Onahama 


Onomichi-ltozaki 

Onsan, see Ulsan 

Onton, see Castro-Urdiales 
Oporto, see Leixoes and Oporto 
Opua 

Oran 

Orange 

Oranjestad 

Orcanera Tip, see Santander 
Orehoved 

Orinoco River 

Oristano 

Oritkari, see Oulu 
Ornskoldsvik 

Oro Bay 

Orrington, see Bangor, Maine 
Orrskar, see Soderhamn 
Ortviken, see Sundsvall 
Orviken, see Skelleftehamn 


Ostermoor, see Brunsbuttel 
Ostrand, see Sundsvall 
Ostrica 

Oswego 

Otago 


Otaru 
Otterbacken 
Otterham Quay, see Medway Pogts 
Quinne, see Noumea ‘ 
Ouistreham, see Caen 
Oulu 
Ouvea Island, see Noumea 
Ovendo 
also see Late Reports: 
Owase : 
Owendo, see Ovendo 
Oxelosund 
Oxhaga, see Karlshamn 
Oxnard, see Hueneme ~ 
Ozol, see San Francisco 


P 


Paagoumene, see Noumea ) 
Paamiut 

Pacasmayo 

Pachi 

Padang, see Teluk Bayur 
Padstow 

Pago Pago 

Pahang, see Rompin 
Paita 

Pajaritos, see Coatzacoalcos , 
Pakistan 
Pakoi, see China (General) 
Palamos 
Palanca ° 
Palembang 

Palenque 

Palermo 

Palm Beach 

Palma, Majorca 
Palmeira Bay 

Palo Alto, see Jucaro 
Paloh River, see Sibu 
Palua 


Panabo, see Davao 
Panacan, see Davao 
Panama, Republic of 
Panama Canal q 
Panama City, Florida, U. 
Panambur, see New Mang 
Panarukan 
Panay, see lloilo - 
Pangai, see Nuku'alofa 


Pangkalan Susu 
Pangkalbalam 
Panjang 


Papeete 

Papenburg 

Papua New Guinea 
Papupandan, see lloilo 
Para, see Belem 
Paradip 

Paraguay 

Paramaribo 
Paramonga, see Supe 
Paranagua 

Paranam 

Parana River, see River Plate 
Parang, see Polloc 
Pargas 

Paris 

Parker Point, see Dampier — 
Parkeston Quay, see Harwich — 
Parnassos, see ltea : 
Parry Sound 
Partington, see Manchester, | J.K 
Pasadena 
Pasajes 
Pascagoula 
Pasir Gudang 
Pasir Panjang, see Singapore 
Paspebiac 

Pastelillo, see Nuevitas 
Pasuo, see China (General) — 
Pateniemi 

Patillos Cove, see Iquique 
Patras 

Patreksfjordur 

Pauillac, see Bordeaux 


Louisiana 


Datuk Sim 
eng Hong, see Kuching 


Mozambique 

Wete, Tanzania 

xe, see Milford Haven 
see Cardiff 

see Talcahuano 

5 Point, see Kuching 

vation Offshore Terminal 
en, see Philadelphia 


see Piraeus 
puco, see Recife 


UK. 

Amboy, see New York 
d Bay 

Cosonne, see Rouen 
i . ille, see Skikda 


di, see Turbo 


ri, see Jakobstad 
see Manzanillo, Cuba 
, see New Orleans 


ba, see Brisbane 


see Bombay 


see General San Martin 
Point, see Sobo 


del, see Pitea 


mi eS 

Misericordia, see Malaga 
#0 see Late Reports 

Bteeze, see Philadelphia 

Central, see Nouadhibou 

Guz, see Honiara 

toward, see Wellington 

ais ng 

Samson, see Port Walcott 


of Canso 


Seraphin, see Castries 


See Faeringehavn 


Francaise, 


**Society Islands 


$Point, see Freeport, Bahamas 
Point 


island, see Nueva Gerona 


“%e Port Lavaca/Port Comfort 


Tupper, see Port Hawkesbu 
Tad Src ry 
au Pic 


xBasques, see Sept lles 
Cairette, see Cape Lopez 
des Galets 


Ponnani, see Calicut 
Ponta da Madeira 
Ponta Delgada 
Pontianak 
Poole 
Porbandar 
Pori 
Porkkala 
Porpoise Harbour, see Prince Rupert 
Poro, see Noumea 
Porsgrunn, see Heroya 
Port Adams 
Port Adelaide, see Adelaide 
Port Alberni 
Port Alfred 
Port Alice 
Port Allen, Hawaii, see Nawiliwili 
Port Allen, La., see Baton Rouge 
Port Alma, see Rockhampton 
Port Alucroix, see Limetree Bay 
Port Angeles 
Port Antonio 
Port Arecibo 
Port Arthur, Ontario, see Thunder Bay 
Port Arthur, Texas 
Port Askaig 
Port Augusta 
Port-au-Prince 
Port Balchik, see Varna 
Port Bin Qasim, 
see Port Muhammed Bin Qasim 
Port Bonython 
Port Bouet, see Abidjan 
Port Canaveral 
Port Cartier 
Port Chalmers, see Otago 
Port Colborne 
Port Covington, see Baltimore 
Port Dalhousie 
Port de Berre, see Marseilles 
Port de Bouc, see Marseilles 
Port de la Corbiere, see Marseilles 
Port de la Croix, see Concarneau 
Port de la Mede, see Marseilles 
Port de Lave, see Marseilles 
Port de Lavera, see Marseilles 
Port de I'Estaque, see Marseilles 
Port Dickson 
Port Dzaoudzi 
Port Elizabeth 
Port Ellen 
Port Esquivel 
Port Etienne, see Nouadhibou 
Port Everglades 
Port Fajardo 
Port Gentil 
Port Giles 
Port Harcourt 
Port Hawkesbury and Strait of Canso 
Port Hedland 
Port Hope 
Port Huon 
Port Huron, Michigan 
Port Ingleside, see Corpus Christi 
Port Irene, see Aparri 
Port Jackson, 
see Sydney, N.S.W., Australia 
Port Jefferson 
Port Jerome, see Rouen 
Port Kaiser 
Port Kamsar 
Port Kelang, see Port Klang 
Port Kembla 
Port Kennedy, see Thursday Island 
Port Klang 
Port Latta 
also see Late Reports 
Port Lavaca, 
see Port Lavaca/Point Comfort 
Port Lavaca/Point Comfort 
Port Lincoin 
Port Longview, see Longview 
Port Louis 
Port Manati, see Puerto Padre 
Port Melbourne, see Melbourne 
Port Meneng, see Banyuwangi 
Port Moody, see Vancouver, B.C., 
Canada 
Port Moresby 
Port Muhammed Bin Qasim 
Port Nador 
Port Natal, see Durban 
Port Neches 
Port Nelson, see Nelson 
Port Nessebar, see Bourgas 
Port Newark, see New York 
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Port Nolloth 
Port Noro 
Port of Spain 
Port Percy, see Punta Arenas 
Port Phillip, see Melbourne 
and Geelong 
Port Pirie 
Port Purcell, see Road Harbour & 
Port Purcell 
Port Qaboos, see Port Sultan Qaboos 
Port Qasim, 
see Port Muhammed Bin Qasim 
Port Rashid 
Port Raysut 
Port Redi 
Port Rhoades 
Port Richmond, see Philadelphia 
Port Royal, see Kingston, Jamaica 
Port Saguenay 
Port Said, see Suez Canal 
Port St. Joe 
Port St. Mary 
Port St. Louis 
Port San Luis 
Port Socony, see New York 
Port Stanley, Canada 
Port Stanley, Falkland Islands 
Port Stanvac 
Port Stockton, see Stockton 
Port Sudan 
Port Sulphur 
Port Sultan Qaboos 
Port Sutton, see Tampa 
Port Swettenham, see Port Klang 
Port Talbot 
Port Tampa, see Tampa 
Port Taranaki, see New Plymouth 
Port Topolly, see Varna 
Port Trinidad, see Cienfuegos 
Port Tudy, see Lorient 
Port Vendres 
Port Victoria 
Port Vila 
Port Walcott 
Port Weller 
Port Wentworth 
Port Whangarei, see Whangarei 
Portishead, see Bristol 
Portland, Vic., Australia 
Portland, U.K. 
Portland, Maine, U.S.A. 
Portland, Oregon, U.S.A. 
Porto ABC Norte 
Porto Alegre 
Porto Branolao, see Lisbon 
Porto Corsini Roads, see Ravenna 
Portocel, see Barra do Riacho 
Porto dos Buchos, see Lisbon 
Porto Empedocle 
Porto Foxi, see Cagliari 
Porto Grande 
Porto Marghera, see Venice 
Porto Praia 
Porto Saco, see Namibe 
Porto Torres 
Porto Trombetas 
also see Late Reports 
Porto Varna-West, see Varna 
Porto Vesme 
Porto Pi, see Palma, Majorca 
Portree 
Portsmouth, Dominica 
Portsmouth, U.K. 
Portsmouth, New Hampshire, U.S.A. 
Portsmouth, Va., U.S.A., 
see Hampton Roads District 
Portugal 
Porvoo 
Poti 
Poum, see Noumea 
Powell River 
Poya, see Noumea 
Pozos Colorados 
Prai, see Penang 
Praia Formosa, see Funchal 
Praia Mole, see Tubarao 
Prescott 
Preston, see Antilla 
Prince Rupert 
Prince's Bay, see Cape Lopez 
Princess Royal Harbour, see Albany 
Prinos 
Priolo, see Augusta 
Progreso 
Proper Bay, see Port Lincoln 
Propriano 
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Propulsora, see La Plata 
Provestens, see Copenhagen 
Providence, Rhode Island 
Puerto Acevedo, see Villa Constitucion 
Puerto Aisen, see Puerto Chacabuco 
Puerto Armuelles 
Puerto Barrios 
Puerto Bayovar 
Puerto Belgrano, see Bahia Blanca 
Puerto Bolivar, Colombia 
Puerto Bolivar, Ecuador 
Puerto Borghi, 
see San Lorenzo, Argentina 
Puerto Buitagro, 
see San Nicolas, Argentina 
Puerto Cabello 
Puerto Cabezas 
Puerto Carupano, see Puerto Padre 
Puerto Castilla, Honduras 
Puerto Chacabuco 
Puerto Chicama 
Puerto Corral 
_ also see Late Reports 
Puerto Cortes 
Puerto de Hierro 
Puerto de la Luz, see Las Palmas 
Puerto de las Mareas, see Las Mareas 
Puerto de Raos, see Santander 
Puerto de Soller, see Soller 
Puerto Deseado 
Puerto Duarte 
Puerto Galvan, see Bahia Blanca 
Puerto Granaderos, see San Lorenzo 
Puerto Honduras, see Santa Cruz 
de Tenerife 
Puerto La Cruz 
Puerto Las Minas, 
see Bahia Las Minas 
Puerto Limon 
Puerto Local, see Gijon 
Puerto Macias, see Bata 
Puerto Madero, Argentina, 
see Buenos Aires 
Puerto Madero, Mexico 
Puerto Madryn 
Puerto Maritime, see Guayaquil 
Puerto Miranda 
also see Maracaibo Lake 
Puerto Moin 
Puerto Montt 
Puerto Nuevo, Argentina, 
see San Nicolas 
Puerto Nuevo, Equatorial Guinea, 
see Puerto Macias 
Puerto Nuevo, Puerto Rico, 
see San Juan 
Puerto Ordaz 
Puerto Ordaz Terminal, 
see Punta Cuchillo 
Puerto Padre 
Puerto Percy, see Punta Arenas 
Puerto Plata 
Puerto Princesa 


Puerto Prodeco, see Santa Marta 


Puerto Quetzal 

also see Late Reports 
Puerto Rico 
Puerto Rosales, see Bahia Blanca 
Puerto San Martin, 

see San Lorenzo, Argentina 
Puerto Sandino 
Puerto Somoza, see Puerto Sandino 
Puerto Sucre 
Puerto Tarafa, see Nuevitas 
Puerto Viejo, see Azua 
Puerto Williams 
Puhos, see Saimaa Canal 
Pula 
Pulau Ayer Chawan, see Singapore 
Pulau Baai, see Bengkulu 
Pulau Bukom, see Singapore 
Pulau Herek, see Sibolga 
Pulau Lumut, see Port Klang 
Pulau Merlimau, see Singapore 
Pulau Pesek, see Singapore 
Pulau Sambu 
Pulau Samulun, see Singapore 
Pulau Sebarok, see Singapore 
Pulmoddai, see Trincomalee 
Pulpit Point, 

see Sydney, N.S.W., Australia 
Pulupandan 
Punta Alice, see Ciro Marina 
Punta Ancla, see Bahia Blanca 
Punta Arenas, Chile 
Punta Bustamente, see Rio Gallegos 


Punta Cardon 
Punta Chavez, see Puerto Cabello 
Punta Ciguena, see Bahia Blanca 
Punta Colorada 
Punta Cuchilio 
Punta de Palmas 

also see Maracaibo Lake 
Punta el Gancho, 

see Rio Gallegos 
Punta Europa Marine Terminal 
Punta Gorda, Cuba, see Moa 
Punta Gorda, Venezuela, see Caripito 
Punta Grossa, see Koper 
Punta Loyola, see Rio Gallegos 
Punta Mapam, see Topolobampo 
Punta Marieta, see Caripito 
Punta Medanos 
Punta Molino, see Gaeta 
Punta Palenque, see Palenque 
Punta Quilla 
Punta Salinas, see Antilla 
Punta Tablones, see Ilo 
Puntarenas, Costa Rica 
Punto Fijo, see Amuay Bay 
Purfleet, see London 
Pusri, see Palembang 
Pusan, see Busan 
Pyarnu 


Pyeong Taek 
Pylos 


rmont, 
see Sydney, N.S.W., Australia 


Q 


Qagortoq 
Qasr Ahmed, see Misurata 
Qatar 
Qatif, see Saudi Arabia (General) 
Qegertarsuaq 
Qingdao 
Qinhuangdao 
Qua Iboe 
Quang Ninh Area 
Quanzhou 
Quebec 
Queenborough, see Medway Ports 
Queens Park Terminal, 

see St. George's, Grenada 
Quequen 
Quiliano Terminal 
Quimper 
Quinalong Cove, see lligan 
Quincy, see Boston, U.S.A. 
Quinfuquena 
Quintero 
Quinzhou 
Quiriquina Island, see Talcahuano 
Quy Nhon 


Raa, see Helsingborg 

Raahe 

Rabaul 

Rabigh 

Rabochaya, see Odessa 
Rabon Grande 

Rada Vinapu, see Easter Island 
Rainham Creek, see Medway Ports 
Rairi, see Port Redi 

Rajang River, see Sibu 
Ramallo 

Ramba 

Ramsburg, see Georgetown, Guyana 
Ramsey 

Ramsgate 

Ramshall, see Norrkoping 
Randers 

Rangoon, see Yangon 
Rapasaari, see Saimaa Canal 
Rapid Bay 

Raratonga, see Avatiu 

Rasa, see Rijeka 

Ras Alkatheeb 

Ras-al-Khafji 

Ras al-Khaimah 


Ras al Mingar, see Bengha 
Ras al Mishab ; 
Ras Bahregan, see Bahregan 
Ras Budran 
Ras Es Sider, see Es Side 
Ras Gharib : 
Ras Isa Marine Terminal 
Ras Lanuf ‘ 
Ras Selaata 
Ras Shukheir 
Ras Sif, see Mogadiscio 
Ras Tanura : 
also see Late Reports — 
Rasa, see Rijeka 
Rasta, see Stockholm 
Rathmullen 
Rauma 
Rautaruukki, see Raahe 
Ravenna 
Ravensbourne, see Otago — 
Recalada, see River Plate — 
Recife 
Red Dog 
Redcar, see Tees River 
Redi, see Port Redi 
Redwood City 
Refineria Gibraltar, see Algeciras 
Regencia 
Rejang River, see Tanjong V : is 
Rendsburg ) 
Reni 
Reposaari, see Pori 
Reserve, see South Loui 
Reunion Island 
Revere, see Boston, U.S. A 
Reykjavik 
Rey Malabo, see Malabo 
Rhodes 
Riachuelo, see Buenos Aires 
Ribadeo ' 
Rice Point, see Duluth-Sup 
Richards Bay 
Richmond, California 
Richmond, Virginia 
Ridham Dock, see renal Pr 


Riga 
Rijeka 
Rijnpoort, see Rotterdam 
Rimouski 
Ringaskiddy, see Cork 
Rio, see Patras 
Rio de Janeiro 
Rio Gallegos 
Rio Grande, Brazil 
also see Late Reports — 
Rio Grande do Sul, see Tram an 
Rio Haina 
also see Late Reports 
Rio Leon, see Turbo 
Rio Nunez, see Port Kamsar 
Rio Santiago, see La Plata 
Rio Tuba ‘ 
Rio Trombetas, see Porto Tro! 
Risdon, see Hobart 5 
Risor : 
Ristiina, see Saimaa Canal 
River Elbe (General Informat 
River Jade, see Wilhelmshave 
River Plate 4 
Riverhead, N.Y. 
Road Bay 
Road Harbour & Port eae 
Roberts Bank, 
see Vancouver, B.C., 
Rochefort sur Mer 


Rockhampton 
Rockport, see Tampa 
Rodby 

Rodman Naval Station, see B 
Rodos, see Rhodes 
Rokko Island, see Kobe 


Ronneby om 
Ronnskarsverken, see Skellefteha 
Rosario, Argentina 
also see Late Reports 
Rosario, Philippines, see Manila 
Rosarito 
Rosas 
Roscoff 
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564 Salif, see Saleef 2453 Santos 265 
986 Salina, Bonaire, see Kralendijk 1416 also see Late Reports 

737 Salina Cruz 1353 Santurce, see Bilbao 1816 

2064 Salinas, Ecuador, Sanya 437 

1819 see La Libertad, Ecuador 576 Sao Francisco do Sul 270 

1396 Salinas, Venezuela, see Guaranao 2385 Sao Luis 273 

692 Salineiro Terminal, see Areia Branca 227 Sao Sebastiao 275 

2077 Salipazari, see Istanbul 1971 Sao Tome 1705 

652 Sal Island, see Palmeira Bay 367 Sao Tome and Principe, Republic of 1705 

Salonica, see Thessaloniki 768 Sapangar Bay, see Kota Kinabalu 1293 

N.S.W., Australia 152 Saltacaballo, see Castro Urdiales 1825 Sapele 1475 
818 Salt End, see Hull 2098 Saqr, see Mina Saqr r 2044 

725 Saltpond 746 Sarande 1 

1142 Salt River 1058 Sarawak Coastal Ports 1318 

rchester, U.K. 2121 Salvador 259 Sarikei, see Sibu 1318 
i 892 Sam Chuck, see Samcheog Han 1208 Sariseki, see Iskenderun 1970 
: 1672 Samarai 1564 Sarnia : : 346 
‘Dhanna — Ruwais 2032 Samarinda 928 Sarpsborg ‘ eyrh 1507s 


Gothenburg 1861 Samcheog Han 1208 Sarroch, see Cagliari 1008 


2139 Samcheon Po 1208 Sasa, see Davao 1596 
Samoa, see Western Samoa 2440 Sasebo beta 1148 
and American Samoa 11 Sassari, see Porto Torres 1028 
Sampit 928 Sattahip 1925 
Samson Point, see Port Walcott 143 Sauda 1507 
Samsun 1979 Saudi Arabia ; et'7067 
San Antonio 400 Sault Ste. Marie 346— 
San Antonio Este 55 Saunasilta, see Uusikaupunki : 653 
1316 San Carlos 1354 Sauoya, see Halden 1489. 
925 San Ciprian 1839 Savanna la Mar 1058 
San Diego 2326 Savannah 2329 
2295 San Fernando 1615 Savona 1038 
1638 San Francisco 2327 Savonlinna, see Saimaa Canal 650 
2325 San Jose, Guatemala 782 Savu Savu, see Suva (Outports) 635 
497 San Jose, Philippines, see Tacloban 1623 Scalloway 2140 
588 San Juan, Puerto Rico 1650 Scapa Flow 2140 
1371 San Juan de la Costa 1355 Scheerhafen, see Kiel 733 
1143 San Juan del Sur 1449 = Scheveningen — 1406 
1838 San Julian, Argentina 55 Schiedam | 1407 
1240 San Lorenzo, Argentina 46 also see Rotterdam — 1396 
2426 San Lorenzo, Honduras 800 Schillig Roads, see Wilhelmshaven 738 
1143 San Lorenzo, Venezuela 2407 Schmidt Harbour, see Mariupol 1989 
* and annyae also see Maracaibo Lake 2389 Schottegat Bay, 
ve Bo 650 San Luis, see Port San Luis 2303 see Willemstad/Emmastad 1420 
me 348 San Martin, % ‘ Scotland, see United Kingdom 2057 
see San Lorenzo, Argentina 46 Scrabster 2143 
s bay, see Panama City 7 San Martin, see Arica, Chile 383 Seaforth, see Liverpool 2109 
end Nevis 1694 San Miguel, see Ponta Delgada 167 Seaham 2143 
Virgin sands 2434 San Nicolas, Argentina 46 Sears Island, see Searsport /ioe2332 
DeaEane 658 San Nicolas, Aruba, — Searsport is ae 
' 1418 Netherlands Antilles 56 Seattle R 2332 
215 San Nicolas, Peru 1577 Sejingkat 1318 
776 San Pedrito, see Manzanillo, Mexico 1346 Sekupang 931 
1695 San Pedro, Argentina 47 Selat Lalang, 
2199 San Pedro, Ivory Coast 1051 see Lalang Marine Terminal 906 
2336 San Pedro, Cal., U.S.A., Selfs Point, see Hobart 115 
1892 see Los Angeles 2254 Sella Ness, see Sullom Voe 2153 
344 San Pedro de Macoris 570 Semangka Bay, see Teluk Semangka 941 
tigua. 25 San Vicente, Chile 400 Semarang 931 
aiindiand: Canada 345 San Vicente, Philippines, see Aparri 1582 ‘Sembawang, see Singapore 1766 
tzerland, See Basle 1892 San Vitale, see Ravenna 1034 Seme Terminal eae 
_< Sandakan 1316 Semporna, see Sabah (Minor Ports) 1316 
St. Sandarne, see Soderhamn 1880 Senboku, see Sakai 1144 
L su “arvnaingd lel le ys Sandaunhafen, see Hamburg 729 Senbong 1195 
1696 Sandwich Oil Terminal, Sendai 1149 
1696 see Cape Cod Canal 2200 Senegal 1758 
695 Sangatta 928 Senipah Terminal 932 
1698 Sangi 1616 Sepen, see Rijeka 487 
1417 Sans Souci, see Santo Domingo 570 Sepetiba Bay 277 
695 Sant Carles de la Rapita 1839 Sepinggan, see Lawi Lawi 910 
Sant Feliu de Guixols 1840 Sept Iles (347 
1420 Santa Ana, see Davao 1596 Seria 289 
687 Santa Barbara, see Huasco 390 Serrano Island, see Iquique 392 
Aghios Nikolaos 751 Santa Clara, see Porto Alegre 246 Sete 697 
hios Nikolaos 751 Santa Cruz, Argentina, Setubal 1640 
1686 see Punta Quilla 54 Sevastopol 1999 
1702 Santa Cruz del Sur, see Guayabal 506 Seven Islands, see Sept Iles 347 
1702 Santa Cruz de Tenerife 365 Seville 1841, 
2266 Santa Elena Bay, Seward 2334 
2336 see La Libertad, Ecuador 576 Sewaren, see New York 2272 
2438 Santa Fe 47 Sewell’s Point, ie! 
367 Santa Iria, see Lisbon 1638 see Hampton Roads District 2219 
1703 Santa Isabel, see Malabo 621 Seychelles 1761 
1477 Santa Lucia, see Mariel 516 Sfaktiria, see Pylos 765 
1144 Santa Lucia Oriente, see Vita 526 Sfax 1951 
1146 Santa Maria, see Jucaro, Cuba 513 Shahid Rejaie Port, see Bandar Abbas 950 
1147 Santa Maria, see Cadiz, Spain 1819 Sha Lun, see Keelung 1902 
1147 Santa Marta 469 Shanghai 438 
147 Santa Panagia, see Augusta 1001 also see China (General) 406 
1519 Santan Terminal 928 Shanhaiguan, see Qinhuangdao 436 
1577 Santana 263 Shannon Estuary 987 
925 Santander 1840 Shantou . 441 
1805 Santarem 265 Sharjah 2050 
2453 Santiago de Cuba 524 Shark Bay, see Carnarvon 84 
2325 Santo 2374 Sharpness 2143 
1038 Santo Domingo 570 Sheerness, see Medway Ports 2122 


erm nal, see Maceio 235 Santo Tomas de Castilla 783 Sheet Harbour 349 
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Shekou, see Chiwan 
Shellhaven, see London 

Shen Ao, see Keelung 
Shengjin ? 

Sherbro River, see Freetown 
Sherm Rabegh, see Rabigh 
Sheskharis, see Novorossiysk 
Sheva, see Jawaharlal Nehru Port 
Shibushi 

Shijiusuo 

Shikama, see Himeji 
Shimanzi, see Mombasa 
Shimizu 

Shimonoseki 

Shimotsu 

Shingu 

Shinminato, see Toyama Shinko 
Shinmoji, see Moji 

-Shiogama 

Ship Harbour 

-Shippegan Harbour 
Shoreham 

Shortland Harbour 

-Shuaiba 
_Shuidong, see Late Reports 

~ Shuwaikh 

Siape Peldar, see Barranquilla 
Sibenik — 


Sibuti, see Sarawak Coastal Ports 
Sidi Kerir 
Sidon 
Sierra Leone 
Siglufjord 
Siilinjarvi, see Saimaa Canal 
Sihanoukville 
Sikea . 
Sikka 
Silloth 
Simonette, see Port-au-Prince 
Sim's Bayou, see e Houston 
Sines _ 
Singapore 
Singapore — 
_Sinop 
‘Sint Michielsbay _ 
Sinucane Is., see Port Hedland 
SIOT Terminal, see Trieste 
Sipitang 
Siporex, see Skelleftehamn 
‘Sirri Island 
Sirtica, see Ras Lanuf 
Sisimiut 
Sitka | 
Sitra 
Sjursoeya, see Oslo 
-Skaelskor 
Skaerbaek 
Skagastrond 
Skagen 
Skagway 
Skandia Harbour, see Gothenburg 
Skaramanga, see Eleusis 
Skarvik Harbour, see Gothenburg 
Skelleftehamn 
Skeppsviken, see Uddevalla 
Skien — 
Skikda 
_Skogby, see Ekenas 
Skogn, see Fiborgtangen 
Skoldvik, see Porvoo 
Skredsvik 
Skua, see Challis/Jabiru/Skua 
Skudeneshavn 
Skuthhamn, see Pitea 
Slagen 
Sligo 
Slite 
Slovenia 
Smalkalden 
Smiths Bluff 
Snails Bay, 
see Sydney, N.S.W., Australia 
Snodland, see Medway Ports 
Sobo — 
Sochi 
Socialist People’s Libyan Arab 
Jamahiriya 


Soller 
Solomon Islands 


Solvesborg 
Soma 
Somali Democratic Republic 
Sonderborg 
Sondre Stromfjord, see Kangerlussuaq 
Songkhla 
Soraker, see Sundsvall 
Sorel 
Sornainen Harbour, see Helsinki 
Sor-Stangnes, see Harstad 
Sorong 
Soroosh Terminal 
Sour, see Late Reports 
Sourabaja, see Surabaja 
Sousakion, see Isthmia 
Soussa, see Sousse 
Sousse 
South Africa 
South Boston, see Boston, U.S.A. 
South Brewer, see Bangor, Maine 
South Louisiana 
South Riding Point — 

also see Late Reports 


South Shields, see Tyne District 


Southampton 
Soyo, see Quinfuquena 
Spain 
Spanish Guinea, 
see Equatorial Guinea 
Sparrows Point, see Baltimore 
Spezia, see La Spezia 
Split 
Spring Bay 
Springdale 
Squamish 
Sri Lanka 
Sriracha 
also see Late Reports 
Stade, see Butzfleth 
Stadersand 
Stanley 
Stanlow, see Manchester, U.K. 
Stapleton, see New York 
Staten Is., see New York 
Stavanger 
Stege 
Steno Straits, see Chalkis 
Stenungsund 
Stephenville 
Sterno, see Karlshamn 
Stettin, see Szczecin 
Stignaesvaerkets 
Stilleryd, see Karishamn 
Stocka, see Hudiksvall 
Stockholm 
Stockton 
Stockvik, see Sundsvall 
Stora Hoggarn, see Stockholm 
Stornoway 
Storugns 
Strahan ; 
Strait of Canso, see Port Hawkesbury 
Stralsund 
Stranraer 
Strasbourg 
Strathcona Sound, see Nanisivik 
Straumsvik 
Stromskar, see Umea 
Stromstad 
Strood, see Medway Ports 
Studstrup 
Stugsund, see Soderhamn 
Sture 
Sturgeon Bay, see Los Angeles 
Stylis 
Suai, see Sarawak Coastal Ports 
also see Miri 
Suao 
Suape 
Subic Bay 
Suda Bay 
Sudan 
Sue-Side, see Naviakhi 
Suez, see Suez Canal 
Suez Canal 
also see Late Reports 
Sukhumi 
Sukkertoppen, see Maniitsoq 
Sulina 
Sullom Voe 
Summerside 
Sundahofn, see Reykjavik 
Sunderland 
Sundsvall 
Sungai Gerong, see Plaju 
Sungai Pakning 


Sungai Udang, see Malac 
Sungei Merah, see Sibu 
Sungei Sarawak, see Seji \gkat 
Sunndalsora a 
Sunshine, see Galena 
Supe : 
Superior, see Duluth-Supe 
Surabaja 
Surigao 
Suriname 
Sutudden, see Karlshamn 
Susak, see Rijeka a 
Susaki 

Suva : 
Suza, see Sousse 
Svartvik, see Sundsvall © 
Svendborg 
Svolvaer 
Swansea 
Swatow, see China (General) 
Sweden a 


Swinoujscie, see Szczecin 
Switzerland 
Sydney, N.S.W., Australia — 
also see Late Reports 
Sydney, N.S.,Canada 
Syd-Port, see Sydney, N. neh ad: 
Syracuse, see Augusta — 
Syrian Arab Republic 
Syros 
Szezecin 


Tabaco 
Tabangao, see Batangas 
Table Bay, see Cape Town . 
Tachibana, see Anan an 
Tacloban 

Tacoma 

Tadine Wharf, see Noumea - 
Tagaloan 
Tagbilaran, see Cebu 
Tagonoura 

Taharoa 
Tahkoluoto, see Pori 
Taichung 

Taipale, see Saimaa Canal a 
Taiwan 
Takamatsu 
Takoradi 
Taku Bar 


Takuma 
Talara 
Talcahuano 
Ta-Lien, see Dalian 


Tallbacken, see None 
Talleyrand, see Jacksonville 
Tallinn ‘ 
also see Late Reports ; 
Taltal 
Tamano, see Uno 
Tamatave, see Toamasina — 
Tammisaari, see Ekenas/Té : 
Tampa 
Tampico 
Tanabe 
Tanah Merah 


Tendjong Pex see Po 

Tandjung Uban 

Tanga 

Tangier 

Tanggu, see Taku Bar 
also see China (General) 


Me a Gul, see Singapore 
Tanjong Kling, see Singapore 
Tanjong Manis . 
Tanjong Pagar, see Singapore 
Tanjong Pendam, see Sibu © 
Tanjong Penjuru, see Singapore 
Tanjong Po, see Kuching 


aa 


Wa perhala, See Kemaman 
0 900 Late Reports 
, see Late Reports 
Fg Lepee, see Pomalaa 
Fg priok, see Jakarta 
Sulung, see Kemaman 

Check List 
a, se Moji 


\s. Oil Terminal, 
se Shannon Estuary 


Terminal, see Sao Sebastiao 
s Terminal, see Angra dos Reis 
samo, see DTBASA/SE 

‘4 Terminal, see Tramandai 


River 
sort, see Tees River 
see Sao Francisco do Sul 


gai Berget, see Stockholm 
yer, Indonesia 
Ayer, Singapore, see Singapore 
a Ewa, see Langkawi 


Bayur 
Betung, see Panjang 
Semangka 


dre Terminal, see Salvador 


, see Brussels 
e, see Santa Cruz de Tenerife 
tinal Santana, see Puerto Cabello 


zen 
Marine Terminal 


s District, see London 
sport, see Medway Ports 
shamn, see Thamshavn 


aloniki 
ard 
), see Noumea 
don, see Wellington 


Rivers, see Trois Rivieres 
see North Star Bugt 

nde Bay 

Sday Island 


also le (General) 

, See Tianjin/Xingang 
‘iso see China (General) 
uy, See London 


By-Pass, see Suez Canal 


, See Cilacap 
+, see Cirebon 


#80 see Late Reports 
*® Republic 


ima-Komatsushima 


® Philippines, see Cebu 
O.US.A. 
Se Tolkkinen 


Tolo Harbour, see Hong Kong 
Tomakomai 
Tomil Harbour 
Tonda 
Tonga 
Tonghae 
Tongue Point, see Astoria 
Tonnay Charente 
Tonsberg 
Topolobampo 
Toppila, see Oulu 
Tore, see Karlsborgsverken 
Torgua, see Rio de Janeiro 
Tornio 
Toronto 
Toros Gubre, see Botas 
Torre Annunziata 
Torre del Sale, see Piombino 
Torres Strait 
Torrevieja 
Tors Harbour, see Gothenburg 
Torshavn 
Tortola, see Virgin Islands 
Toryu, see Imabari 
Totnes, see Dartmouth 
Touho Bay, see Noumea 
Toulon 
Tourane, see Danang 
Townsville 
Toyama 
Toyama Shinko 
Toyohashi 
Trabzon 
Trafaria, see Lisbon 
Tramandai 
also see Late Reports 
Trangisvaag 
Tranmere, see Liverpool 
Travemunde, see Lubeck 
Traweek, see Houston 
Trelleborg 
Trial Bay 
Trieste 
Trincomalee 
Trinidad 
Tripoli, Lebanon 
Tripoli, Libya 
Triso, see Sejingkat 
Tristan da Cunha 
Tristan Island, see Edinburgh 
Trogir, see Split 
Trois Rivieres 
Tromso 
Trondheim 
Troon, see Ayr 
Trouville, see Trouville-Deauville 
Trouville-Deauville 
Tsamkong, see Zhanjiang 
also see China (General) 
Tsingtao, see Qingdao 
also see China (General) 
Tsing Yi, see Hong Kong 
Tsu 
Tsuen Wan, see Hong Kong 
Tsukumi 
Tsuruga ; 
Tsurumi, see Yokohama 
Tsurusaki, see Oita 
Tuapse 
Tubang 
Tubarao 
Tuborg Havn 
Tulcea 
Tumaco 
Tunadalshamnen, see Sundsvall 
Tunas de Zaza, see Cienfuegos 
Tungprong Port, see Sattahip 
Tunis, see La Goulette 
Tunisia 
Turbo 
Turkey 
also see Late Reports 
Turks and Caicos Islands 
Turku 
Tuticorin 
Tutuncifilik 
Tuvalu 
Tuxpan 
Tvoroyri, see Trangisvaag 
Twillingate 
Twofold Bay, see Eden 
Tyne District 
Tynemouth, see Tyne District 
Tyr, see Sour 
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U 

Ube 1169 
Ubu 283 
Uchiura 1171 
Udang Natuna 943 
Uddevalla 1887 
Ujung Pandang 943 
Ukraine 1985 
Uleaborg, see Oulu 645 
Ulsan 1210 
Umaiso, see Matsuyama 1113 
Umea 1888 
Umm Al Nar 2051 
Umm al Qaiwain, 

see Ahmed Bin Rashid 2010 


Umm al Quwain, see Ahmed Bin Rashid 2010 
Umm Lajj, see Saudi Arabia (General) 1706 


Umm Qasr, see Basrah 974 
Umm Said 1659 
Umuda 1564 
Unalaska 2346 
Union of Myanmar, see Myanmar, 

Union of 1378 
United Arab Emirates 2007 
United Kingdom 2057 
United States of America 2171 
Uno 1171 
Upnor, see Medway Ports 2122 
Urangan, see Maryborough 120 
Urangel, see Nakhodka 1680 
Urdiales, see Castro-Urdiales 1825 
Urinj, see Rijeka 487 
Uruguay 2356 
Useless Loop, see Carnarvon 84 
Ushuaia 55 

also see Late Reports 
Ust-Dunaysk 2000 
Ustj-Dunaysk, see Ust-Dunaysk 2000 
Usunkum, see Eregli 1965 
Uusikaupunki 653 

Vv 
Vaasa 653 
Vacamonte 1553 
Vada 1046 
Vadinar 851 
Vado Ligure, see Savona 1038 
Vadso 1517 
Vaitape, see Bora Bora 1785 
Val de Caes, see Belem 228 
Valdez 2346 
Valdez Marine Terminal 2347 
Valencia 1845 
Valkom, see Lovisa 644 
Valletta 1323 
Vallvik 1889 
Valparaiso 404 
Vancouver, B.C., Canada 355 
Vancouver, Washington, U.S.A. 2352 
Vanimo 1566 
Vanino 1690 
Vanuatu, Republic of 2374 
Varanus Island Terminal 161 
Varberg 1889 
Varkaus, see Saimaa Canal 650 
Varna 293 
Varna-West, see Varna 293 
Vartan, see Stockholm 1884 
Vasklot, see Vaasa 653 
Vassiliko Bay 532 
Vasteras 1890 
Vastervik 1890 
Vatia Point, see Suva 635 
Veitsiluoto 654 
Vejle 559 
Venalum Terminal 2414 
Venezuela 2376 
Venice 1047 
Ventspils 1233 
Vera Cruz 1358 
Veraval 851 
Verdon, see Bordeaux 658 
Vestmannaeyjar 815 
Viana do Castelo 1645 
Victoria, Cameroon, see Limbe 296 
Victoria, B.C., Canada 360 


Victoria Harbour, Hong Kong, 
see Hong Kong 803 


Vietnam, Republic of 2422 
Vieux Fort, see Castries 1698 
1847 
Vihreasaari, see Oulu 645 
Vila do Conde 285 
Vila Real de Santo Antonio 1645 
Vilanova | la Geltru 1848 
Villa Cisneros 1372 
Villagarcia de Arosa 1848 
Villanueva 1625 
Vinapu Roads, see Easter Island 389 
Vioeyjarsund, see Reykjavik 813 
Virgin Islands : 2434 
Vita 526 
Vitoria 285 
Vivstavarv, see Sundsvall 1887 
Vv 1410 
Vollsfjorden, see Skien 1507 
voue 769 
Voltri, see Genoa 1013 
Voorbaai, see Mossel Bay 1800 
sh 559 
ho 1690 
Voudia Bay, see Milos Island 761 
Vuda Point, see Lautoka 634 
Vi Tau 2432 
Vuoksi, see Saimaa Canal = 
1 
Vysotsk, see Vyborg 1692 
WwW 
Wadi Firan 614 
Wadrilla Wharf, see Noumea 1424 
Ww , see New Nickerie 1855 
Ww s Point, see Baltimore 2183 
Wahran, see Oran 8 
Waisarisa 944 
Waitemata Harbour, see Auckland 1427 
Wakamatsu 1172 
Wakayama 1172 
Wakkanai 1173 
Wala Wharf, see Noumea 1424 
Wales, see United Kingdom 2057 
Walkom, see Lovisa 644 
Wallaroo 162 
Wallhamn 1891 
Wallsend, see Tyne District 2167 
Walsh E 
see , N.S.W., Australia 152 
Walvis E 1382 
Wamsasi 944 
Wanganui 1440 
Warnemunde, see Rostock 737 
Warrenpoint 2168 
Warri 1476 
Warrington, see Manchester, U.K eal 
1 
Waterford 989 
Waverley Harbour 1441 
We Wharf, see Noumea 1424 
Weehawken, see New York 2272 
Wei Hai 444 
Weipa 163 
Welland 361 
Welland Canal, 
see St. Lawrence Seaway 1696 
1441 
Wenchow, see China (General) 406 
4a4 
West Hartlepool, see Hartlepool 2093 
West 1627 
Western Port, see Hastings, Australia 108 
2440 
Westport 1445 
Westview, see Powell River 339 
Westville, see Philadelphia 2288 
Westwego, see New Orleans 
1912 
Wewak 1 567 


Yura, see ‘Shimotsu 
Yuzhnyy 
Yxpila, see Kokkola 
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4 —_—————— 


36 Wire 


VESSEL LINES REQUIRED 


FORE DECK 
4 only 250 m. x 280 mm. Polypropelene 
2 only 250 m. x 280 mm. Poly. Spare 


AFTER DECK 
4 only 250 m. x @80 mm. Polypropelene 


CARNARVON 2 only 250 m. x 280 mm. Poly. Spare 
CAPE CUVIER 
MOORING LINES - 6x6 DRUM WINCH VESSEL 


80 Polyline 
@80 Polyline 
80 Potyline 


80 Polyline 


Dimensions of Mooring lines in millimetres 
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Continuous Loading Rate 3,500 t.p.h. 45° Max. Luff 


CARNARVON 
CAPE CUVIER 
SHIPLOADER & BERTH 


18° Max. Incline 
for Loading 


Underside Boom R.L.16.2 m. 75,000 d.w.t. Light 


Deck R.L.13.2 m. Ff | 
i , 35,000 d.w.t, 
Light 
15° Max. Decline 
for Loading 


75,000 d.w.t. Loaded 


Tidal Range 


R.L. 0.00 (!.S.L.W.) 
Max. 1.7m 


R.L.-17.8 m. 
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Dampier Public Wharf 
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DIMENSIONS IN METRES 


Dredged Basin (L.A.T. — 10.0 m) 280 m. x 63 m. 


DAMPIER 
M.O.F. WHARF 
(DAMPIER PUBLIC WHARF) 


DAMPIER 


PARKER POINT ORE JETTY 


140,000 DWT Ore Carrier _ 
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Mooring Buoy DAMPIER 


PORT DAMPIER SERVICE WHARF 


Mooring Buoy 


DAMPIER 
SIMILAR LINE LAYOUT FOR ALL VESSELS FROM 


SALT WHARF 10,000 D.W.T. TO 45,000 D.W.T. 


TOTAL 10 Lines 


SUGGESTED MINIMUM MOORING LINES 


SHIP LOADER 


31,600 0.W.T. 
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WITHNELL BAY LNG BERTH — WOODSIDE 


MOORING & BERTH ARRANGEMENT 
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Tidal variations 
Springs 2.13m., 
Neaps 1.37m. 


Plan supphed by Ship's Muster” 
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Refinery Ltd. 
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KWINANA 


Not to be used for Navigation 
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Length Overall 650ft. 
FREMANTLE Shifting Distance 300 ft. 


First Loading in Mid-iength No.3 
KWINANA 


Loading Fwd Hold No.1 


ALCOA OF AUSTRALIA LTD. 
OPTIMUM MOORING PATTERN FOR A TYPICAL 25,000 
OWT BULKER LOA 650 f1.,BEAM 75 ft..6 HOLDS 


Loading After Hold No.6 
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Head Lines to Cell 8 


are tion 


FREMANTLE 


Shore Arm 1300 ft in length 


Cockburn Sound 


KWINANA REFINERY TANKER TERMINAL 
Each ‘T’ head Berth is 71.6 m. in length 
Min, distance of 30.5 m. between ships at adjacent berths. 
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Line to swamped mooring 


BES 


C) ; 
>) weadlines — Provide both longitudinal and transverse restraint Best angle about 45° 


”) = | and transverse restraint. Best angle about 45° 
>) Stemines — Provide both longitudina! 
7D) greastiines — Provide transverse restraint, Best angle 90° FREMANTLE 


i" Ford spring ~ Provides longitudinal restraint 
5 ater spring — Provides longitudinal restraint KWINANA 


LINE PRIORITIES ALCOA OF AUSTRALIA LIMITED 
(0) Head/sternlines (2 each end) 


Ss) 
® — Line to swamped mooring 
® Breastiines 


® Extra head or sternlines, etc. 
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GLADSTONE 


Spoil Dumping Grounds 


Fairway Buoy 


Curtis Island 


Gladstone Port Limit 


Clinker 
Wharf 


t) 3,000 6,000 
[a SS ee 
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Grain Berth 


Departure basin 


Total coverage 142 m. 
Shiploader travel 124m 


' 
Shiploader travel 106 m. a 
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———. Boom retracted 


———- Boom retracted 
Coal from stockpile area 


GLADSTONE . : : 
AUCKLAND POINT eae act 


Working range 


Trimmer throw 15.2 m. 


am) Max. vessel airdraft 


MIND RNNNN 


VOD 


Extension 


Extension 


No. 1 (WESTERN) COAL LOADER 


NO. 2 (EASTERN) COAL LOADER 
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A [118 travel of B 


Dredged depth of berth -113m 


| 183 | 183 1 183 | 183 


Discharge points for loader A 


GLADSTONE 


AUCKLAND POINT NO. 2 BERTH 
DIMENSIONS IN METRES 


Wharf deck 5 486 m 


above datum 


Moonng dolphin 


Berthing facility 


Coal stockpiles 


SITE PLAN 


Chute pivot 22.86 m. above deck 


1831 183 1 


GLADSTONE 
BARNEY POINT 


Telescopic extension 


Loader travel 176 m.———_ > 


Luffing range +15° to - 12° 
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Boom slewing range 180° 


68m._ | 
Shuttle 
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1,200 TPH 
SHIPLOADER 


Rotation 370° 


Mooring dolphin 


10.9m 


COAL LOADER 
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Ship Loader Travel 
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DIMENSIONS IN METRES 
SCALE OF METRES 


GLADSTONE 


CLINTON COAL WHARF 


ie 
® 


2 
3 
le 
SS 
LB 


Poon 5 


3.5 m. telescope 


GLADSTONE 
CLINTON COAL WHARF 


RL 240m 
Empty vessel coaming height 


RL 17.88 m. 
Maximum trim coaming height 


200,000 DWT vessel 
(25,000 DWT vessel minimum) 


Discharge chute operating limits 


RL -—16.0m. (Approach channe! depth) 
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Detail 2 


BULK LOADING WHARF 
DEPTHS ARE IN METRES 


Locality Sketch 
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/ Recommended Track 
MELVILLE & 7 BAY (Aus. Chart715) 
vs 


&/ 


SOV, Dundas Pt. 


AR, 
8OUp — Qrimmie Hd 
° 


Parfitt Pt § Strath Is 
Granite Is 


Detail 1 


3 


~ eer = 


GENERAL CARGO WHARF 
DEPTHS ARE IN METRES 
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HASTINGS 


(WESTERN PORT) 


LONG ISLAND POINT 


HASTINGS e 


WESTERN PORT 


\ 


Plan “A” for tankers over 100,000 DWT & LOA to 300 m 


Shore wires 


Plan "'B" for tankers over 100,000 DWT & LOA to 300 m 


HASTINGS 
MOORING DIAGRAM FOR VESSELS AT LONG ISLAND POINT 


Ships mooring lines are considered inadequate 

il tankers over 100,000 DWT and departure drafts exceeding 13 metres normally berth starboard-side-to (head out). Usual mooring plan for ships 
lines each end is:- 2 springs: 4 head-stern lines. 2 breast lines. In addition, all ships must take onboard each end 2 preventer wires (36 mm ) 
hese shore wires have a rope and wire messenger attached and are run by launch. Ship must heave onboard and made tight to bitts When 
letting go the shore wires are lowered down to launch, aft shore wires first, which are run back by launch to mooring dolphin. Launch then goes 
10 for'd shore wires and runs them. 
PREFERRED MOORING PLAN SEQUENCE (2 Launches and§ Linesmen) ar He pS LINES et WITH EVEN STRAIN AND WINCH 

, AK ULLY APPLIE 

FIRST Set both springs for'd and aft and position ship on berth PREFERRED LET GO SEQUENCE (1 Launch and 4 Linesmen) 
SECOND: Run teed and stern ines 40 esate WHEN ENGINE TEST COMPLETED 

HIRD Run breast lines to shore 4 

OURTH: Run shore wires to ship. Heave tight onboard and make lust 

ILST ALONGSIDE VESSELS MUST HAVE READY FIRST Slack off AFT shore wires and lower to launch, which wil 

Offshore anchor lowered to water tow to dolphin where winched in 

Offshore ladder rigged and lowered SECOND: Slack off FOR’D shore wires and lower to launch, which 
Offshore lifeboat at embarkation deck will tow to dolphin where winched in 
Emergency wires rigged and adjusted THIRD Single up to Pilot's orders Fore and Aft 

FOURTH: Let go to Pilot's orders 
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CRIB POINT 
OIL TERMINAL JETTY 


SCALE OF METRES 


HASTINGS 


Dredged to 143m 


Dredged to 15.8m 


Leading Line 275° 35° 
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LONG ISLAND POINT 


LONG ISLAND POINT 
LIQUIDS PIER 


STEEL WHARF 


40,000 DWT to 100,000 DWT 


HASTINGS 
MOORING DIAGRAM FOR VESSELS AT CRIB POINT AND LONG ISLAND POINT 


Up to 40,000 DWT 


Shore wires 


Mooring lines shown are minimum number required 


Avoid mixing moorings if possible 


Shore preventer wires are 36 mm. diameter 
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149° 20° E} 


149° 21° E| 149° 22, E 149° 23° E 149° 24° E 


HAY POINT 


21° ws 


SHIP LOADING AREA 
Anchoring, manoeuvring, and mooring 
prohibited for unauthorised vessels. 
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Railway Loop 


Bottom Dump Receival Pit 3 
% s DALRYMPLE BAY 


Dalrymple Bay 
Coal Terminal Pty Ltd 
Stockpiles 


Site Entrance 


CacA 
Coa! Stockpiles 


Proposed Tug Harbour 


> ad PORT OF HAY POINT 


Halt Tide island Stage 2 (Future Bert 


DBCT Berth Stage ! 
Dsirymple Bay Cos! Terme 
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HAY POINT 


DALRYMPLE BAY 
BERTH CONFIGURATION 


_——— 254.0 m. Fender Length ——— 
Roadway | 1 
214.0 m. Shiploader Travel OD 


Shipping Conveyor 1 


Mooring Dolphins 


150,000 DWT Vessel 


490.0 m. Mooring Length 


HAY POINT 
BERTHS Nos. 1 & 2 


—Line of approach lights . 
Red over red at 15° to Berthing Line 


BERTH LIMIT LIGHTS —Blue- Min approach Channel Depth —-RL —43 ft. 


| Line of approach tights — 


Red over Red at 15° to Berthing Line 
\ 


Min. approach Channel Depth R.L. 40 ft. 525 ft. 
fa ay 


Limits of Dredged Berth 
if 
Alignment at 350°T 
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BERTH LIMIT LIGHTS Blue 


NOTE:- SHIPLOADER No.2 NOTE:- SHIPLOADER No.1 
Limits of travel. Between Limit Switches — 605 ft. Limits of travel. Between limit Switches - 620 f. 


BERTH LIMIT LIGHTS, Blue Limits of travel: : To extreme position — 628 ft. Am et ES el eda) SESS 
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HAY POINT 
BERTH No. 1 


ALL HEIGHTS AND DEPTHS IN METRES FROM c.0 


NOTE: Minimum depth in approach channel —13 10m 


15.24m, extended 
10.66m. rewacted 


— ~——Chart Datum 


See ee ee ee ee ee ee ee ae ee ee ee ee ee ee oe fey ey SS See Dredged depth —16.76m 


HAY POINT 
BERTH No. 2 


28.95m. maximum extension———#>| 
ALL HEIGHTS AND DEPTHS IN METRES FROM C.D 


eg 21.33 m. maximum travel 
with telechute lowered | NOTE: Minimum depth in approach channel —12.19m 


Fender face 


—@— Dredged depth —17 06m 
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BELL BAY 


Offshore Barge Load-our Facility 
Moonng Dolphins 


River Tamar No. 5 Multi Purpose Berth 
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Depth contours are in metres below 
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Ship must not present itself for loading with hatch coamings more than 20.0m. above datum 
Working range of boom 10° above to 15° below horizontal. 

Maximum beam of vessel is 38.0m. 

Depth of water in approaches is 15.2m. below datum. 
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NOTES: 
1. Ship must not present itsetf for loading with hatch coamings more 
than 17.4m.(57ft.) above |.S.L.W. and this height must not be 
exceeded during loading 
2.Working range of boom is horizontal to 11 degrees below 
horizontal 
3.Maximum throw of trimming machine is 18.3m.(60ft.) 
4, Travel range between two loading heads along whar is 149.4m. 
(490ft.) and the wharl length is 215m.(704ft.) 
5. Depth of water at berth and approaches is 11.4m 
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6, Minimum size hatch opening (without prior arrangement) with 
trimmer is 4.9m. x 4.9m.(16ft. x 16ft.) 

7.Maximum length of vessel — dependent on shipping conditions — to 
be arranged with Harbour Master 

8 All dimensions in metres. 
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For Depths please refer to British Admiralty Charts. 
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Article 94: 
(A). Signals displayed on station signal masts to vessels 


13. 


& 
B2Seevonsen-F 


Stand by to proceed (general) 
Proceed (general) 

Stand by to make fast (signal mast 18) 
Make Fast (signal mast 18) 
Attention 

Immediate Stopping 

Make fast (vessels from North) 
Make fast (vessels trom South) 
Proceed (vessels from North) 
Proceed (vessels trom South) 
Current signal 

Port closed 

W/T Watch (vessels from North) 
W/T Watch (vessels from South) 
Passage authorization (Ferry Boats) 
Isolated signal station 


(8). Special signals used by vessels in Ports and in the Canal 
Signal No. 


OMNMNSON= 


Vessels carrying bulk petroleum, flash point between 73° and 150° 


Vessels carrying explosives - vessels N.G.F 
Vessels carrying bulk petroleum flash point under 73° 
Vessels carrying radioactive substances 

| require a pilot 

| require Free Pratique 

Coming from an infected port 

Under Quarantine 

Tug required (in ports) 

Mooring boats 

Searchlight 

Last in convoy 

Making fast 


13-bis. Doubling in G.B.L 


19. 


Vessel manoeuvering to Sea 

Vessel manoeuvering to Canal 

Voluntary stopping (G. V.) 

Aground 

| have a pilot 

(a). On Board 

{b). To Disembark 

My vessel is isolated, | have no means of communication 


(C). Signals used by Dredgers 


(1) 


Oredgers Working Underway 


Signal No 


AAnaOn~ 


(2) 


Dredgers underway 
Passage clear on side shown 
Passage clear on both sides 
Passing not allowed on either side 
| am going about 
| am not under command 

Stationary dredgers and floating equipment 


Signal No 


@oean 
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Passage clear on side shown 
Passage clear on both sides 

Passage clear on side shown, with speed reductions 
Passing not allowed on either side 
Passing not allowed : manoeuvring to clear passage 
| am not under command - passing not allowed 


4LN3YHND NYSLS 


Appendix 


1UGin ye sODeyeY | 40 


SPueg /EJUOZUO}Y BUY PB PAH 


LN3YuND GV3H 


n 
Cc 
m 
N 
ie) 
> 
r 4 
> 
i 


SAONS LNSYeND 


(A) Signals displayed on Station Signal Masts to Vessels 


No, 1 — Stand by to Proceed 
(a) Hoisted on Port Tewtik, Kabrit, Deversoir 
4 ee E! Ech “Stand by to Proceed on signal 
jo. 2°. 


(b) Hoisted on Ballah and repeated on El 
Ferdan. “Southbound vessels made fast in 
Ballah West Branch, Stand by to Proceed”. 


(c) Hoisted on Ballah and repeated on El 
Kantara. “Northbound vessels made fast in 
Ballah West Branch, Stand by to Proceed”. 


(d) Hoisted on Km. 3 East Branch of Port Said 
“Southbound Vessels using Port Said East 
Branch, Stand by to Proceed”. 


White 
White 
White 
White 


Signal No. 2- Proceed 
(a) Hoisted on Port Tewtik, Kabnit, Deversoir 
and Ras E/ Ech “Proceed” 


(b) Hoisted on Ballah and repeated on El 
Ferdan. “Southbound vessels made fast in 
Ballah West Branch, Proceed”. 


(c) Hoisted or Ballah and repeated on E! 
Kantara. “Northbound vessels made fast in 
Ballah West Branch, Proceed”. 


(d) Hoisted on Km. 3 East Branch. 
“Southbound vessels using Port Said East 
Branch, Proceed” 


(e) Absence of Signal No. 2: “Stay at anchor or 
made fast and keep continuous W/T watch”. 


fF 


No. 4- Make Fast 
‘osied al Km. 18 mast. “Southbound vessels 
» Pot Saxd East or West By-pass and 
yenbound vessels already passed Tineh 
yanon, Make Fast” 


No. 5— “Attention” 
Southbound and Northbound vessels stand by 
make fast or manoeuvre. Keep W/T watch 
mediately” 


Red 
Red 


F 
i 
If: 
i 


Signal No. 7 ~ Make Fast 

‘Vessels from North : Make Fast” 
lowered or switched off when all 
ened vessels are made fast.) 


Red 


White 


‘Signal No. 13 W/T Watch “N° t 
‘Vessels from North establish Wireless 
Telegraphy Watch” , Fi. White 


‘Signal No. 14 W/T Watch nn NS Fl. Whi 
‘Vessels from South establish Wireless Datlddind 
Telegraphy Watch". 
Green 

“5° 
Signal No. 16 - Isolated Signal Station “" 
‘This signal station is isolated. All 
communications are made by Green 
Weless Telegraphy” 

White 


Signal No. 15 - Passage Authorisation 
‘Ferry Boat not allowed to move” 
By night: Light on wharf.) 


‘Sgnais No. 13 and 14 can be used at the same time addressing both convoys from North and South. 


sna NO 3 - Stand by to Make Fast 

‘esed at Km. 18 mast. “Southbound vessels 
ets in West Branch Km 4to 14 and wis 
serdound vessels already passed Tineh O Fi. Red 
enon Stand by to make fast" bk ran 


a 
1 
a 
i 
Signal No. 6 — Immediate Stopping 
Southbound and Northbound vessels make 
fast immediately 
vessels may proceed when signal is lowered or “3 
switched off HR 
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Signal No. 8 - Make Fast 

“Vessels trom South : Make Fast”. 

(to be lowered or switched off when all " 
concerned vessels are made fast.) White 


# 
Signal No. 9- Proceed Fi, Red 


“Vessels from North made fast on Signal No. 7 : 
Proceed” 


(Southbound vessels made fast in Port Said 
West Branch and in Ballah West Branch to 
Proceed on Signal No. 2.) 


Signal No. 10- Proceed Fi. white 
“Vessels from South made fast on Signal No. 8: 

Proceed”. 

(Northbound vessels made fast in Ballah West 

Branch to Proceed on Signal No.2.) 


Signal No. 11 — Current Signal 
Current indication signal. 
Hoisted on Challoufa and Geneta signal masts: 


“Current Running North” 
Absence of signal: “Current is Running South or 
Slack Water.” 


Green 


(B) Special Signals Used by Vessels in Ports and in the Canal 


i Oil tanker carrying bulk petroleum (flash eet 
point between 73° and 150°F). 8 


2. Vessels carrying 1st group dangerous 
goods. 
Not Ges Free tankers. “B" White 
LPG-LNG. 
Dangerous chemicals in bulk. Red 
Red 
3. Petroleum in bulk. (Flash point below 73°F). 
nee Red 
8 
Red 
Red 
4. Vessels carrying Radio Active substances. of 
“pe Red 
Red 
Red 
Red 
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S. | require a Pilot. 


10. | have no mooring boats 


N.B. 1. From port to Sea or changing berth, "3° 
signal to be hoisted half an hour before sailing By Night: Numeral 3 flashed by morse lamp 
time. "¢" White several times. 
2. For the Canal at least 2 hours before the 1st 
Vessel is expected to enter the Canal White 
White 
11. Ihave no shore searchlight. of 
8. I require free pratique. By Night: Numeral 4 flashed by morse lamp 
Red several times. (Signals 10 and 11 can be used 
in ONE hoist if vessel has no mooring boats 
White and searchlight). 
12. Last vessel in the convoy st 


7. My vessel is coming from an infected port. 


N.B. In the Canal when made fast the 2 white 
lights are extinguished and a RED light put on 
aft all the time 
underway. 


8. My vessel is under Quarantine. 
vessel is moored until actually 


: 
ee P| zs 
| 


# # 


13(bis). Vessels Doubling in the G.B.L. 


9. | require a tug (followed by a numeral 


(Numeral pendant indicating new turn of Vessel) 
pendant to indicate the number of tugs 


; 


required). 
By Night: A long blast on the whistle and letters 
A" by morse lamp several times. 
* When signals Nos. 13, 14 and 15 are hoisted, vessels are not authorised to overtake or crow 
until ve: is securely made fast and Signal No. 16 (G. V.) hoisted. 
N.B. Signals Nos. 6, 7, 8, 9, 10 and 11 are to be used in Ports only. N.B. Signals Nos. 6, 7, 9, 10 and 11 are to be used in Ports only 
| 
‘eG | 
White } 
pe ee is manoeuvring to get underway 17. Aground RED 
to Sea(*). | 
Red “Passage clear for tugs”. | 
| 
REO 
“Passage not clear for tugs”. 
REO 
oo 
Wh 
15. The vessel is manoeuvring to get underway ™ 
to the canal 
Red 
18. a) | have a pilot on board “He 
b) Leaving Port Said & Port Suez 
| Have a pilot to disembark. 
= Whit 
16. Voluntary Stopping (G.V.} "Garage 3 
Volontaire™ wee A 
S Red 
Vessel is not ready and will not maintain Won 
her turn in the convoy “Answering 
It hoisted by a vessel in the canal Pennant” vine 
7 we made fast and can be * 
Fee seo a ciner vesbels in 19. My vessel is isolated . 


| have no means of communication. 


* When signals Nos 13, 14 and 15 are hoisted, vessels are not authorised to overtake or cross 
until vessel is securely made fast and signal no 16(G.V.) hoisted 
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tgpets used by dredgers in Canal Waters 
“pagers working underway 


N.B.: In lieu of the white 
masthead light 


International Signal 


Adrum at the yard arm on the side 
on which the passage is clear. 


O O 
White White 

Awhite light at the yard arm on 
which the passage is clear. Ared 
light at the yard arm on which the 
passage is not clear. Two white 
lights along the bulwark 

ere passage is clear. 


White = White 


A white light at both yard arms and 
two white lights along the bulwark 
on both sides. 


A drum at both yard arms. 


? Stationary dredgers, floating cranes, etc. 


White White 


Adrum at the yard arm on the side | A white light at the yard arm on the 

on which the passage is clear. side on which the passage is clear 
Two white lights along the bulwark 
on the side on which the passage 
is clear 


White White 
Awhite light at both yard arms. 

Two white lights along the bulwark 
on both sides. 


White White 
Awhite light over a green light on 
the side on which the is 
clear. Two white lights along the 
bulwark on the side on which the 
passage is clear. 


Ared flag at the 

masthead. A drum at the 

yard arm on the side on 

which the passage is clear. 

areal \s also used by “Warehouse” string of barges. 

5 international Signal TE may also be hoisted. In this case the decrease of speed is imperative. 
"Sh the imperative decrease of speed is shown on the Pilot's embarkation order. 


(1) Dredgers working underway — continued 
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MEANING 


4 
Passing not allowed 
on either side 


Two drums one over the other at 
the yard arm. 


Flag D hoisted at the yard arm on 
the side to which she is turning, 


Ared light at both yard arms 


A red light shown at the yard arm 
on the side to which 

she is turning. 

Signal IP by morse lamp. 


international Signal 


“This signal may be hoisted together with the International signal K (sound and visual) meaning 


“STOP IMMEDIATELY” 


(2) Stationary dredgers, floating cranes, etc. - continued 


MEANING 
4 


Passing not allowed 
on either side. 


Two drums one over the other at 
the yard arm. 


5 


Passing not 
somes lam 
manoeuvring to 
make fast to clear 


the passage. 


A red flag at the masthead and 
two drums one over the other at 
the yard arm. 


cannot get out of the 
way 


by Night 


A red light at both yard arms. 


Ared light at the masthead. A red 
light at both yard arms. 


International Signal 


“This signal may be hoisted together with the International Signal "K” (sound and visual): 


“STOP IMMEDIATELY”. 
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@ Red 
e Green 


White 
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Signal lights required for vessels 
transiting the canal 


NOTE: When made fast in the Canal, a Red 


light in lieu of the stern light 


WADI FIRAN 


® 


Pilot Boarding 
and 
Waiting Area 
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ZEIT BAY 
TERMINAL LAYOUT 


CO Mooring Buoy ZEIT BAY 
LPG BERTH 
° 
Fire Hydrants. 
LPG Loading Arms O 
(2 sets) e) 
° 
O Telephone 
“ied Gate to LPG Jetty Main Gate 


Marine Office 
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EL SALVADOR 
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. ae oo 
~ \ Ps 
) GUATEMALA in 
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San Jose €. tay Se lez 
4 —- 
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N > 2 San Lorenzo \ 
La Union & \ 
Amapala t aE 
A Se oA 
pt ee 
Connto 
@ Puerto Sandino 
Pacific « 
Goss NICARAGUA 


EL SALVADOR 


Not to be used for Navigation 


O Private Silos (Grain) 


Private Warehouses 


Private Warehouses S71) 
b 


(General Cargo) 
Private Warehouses 


Import and Export Conveyor --- 
System to Warehouses and Silos 


ee ae Son, 
ee 8s 4 


& 
“RS 


Private Silos 
(Grain) 


(eva Storage Administrative 
Tanks (Liquids) Workshop) Offices 
OS 2 
° \ 


> 
Bulk Handling System 
Crane (25 tonnes) 


& 


> 
a6 


/ 


Private Industries 


bs 


Workshops 
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2\ \a 
Electric Cranes © e 
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ACAJUTLA 


Caratase ~~ 
/y 


Puerto Cabezas 


Prinzapoica 


Bluefields 


6ctd 


(o9n3n9) 


NOINNA V1 


1334 NI SH1d30 


Rough stone structure 
apparently a small breakwater 
in this area 


ACAJUTLA 


All Depths in Meters 


Hose Marker Buoy 
Tanker Moorings 
Hose Marker Buoy 


“Plan Supplied by Ship's Master” 


YOQVAIVS 13 


EL SALVADOR/EQUATORIAL GUINEA 


CONDITIONS: LA UNION 


Current about 300° — 120° Velocity approx 


(CUTUCO) 


7 knots at Spring Tides | 


4.5 knots at full tide According to Pilot up to 


Bottom found to be muddy with stones 


—$$ 169 25 m. 


— 
| 
| 
| 
! 
Ship's Heading 280° | 
h Be 
5 


169.25 m. 


FORWARD ROPES: AFT ROPES 
3 Ropes. 1 Tug Wire. 3 Ropes. 1 Tug Wire 
2 Backsprings all 2 Backsprings all 

with nylon ends. with nylon ends 
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“Plan supplied by Ship's Master” 


BATA 
PUERTO NUEVO 
TIE - UP 


Breakwaters 


“Plan supplied by Superintendent” 
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EQUATORIAL GUINEA 


PUNTA EUROPA MARINE TERMINAL 
ISLA DE BIOKO TERMINAL 
LOCATION 


Production Field 


Bight of Biafra 


\ 
ISLA DE BIOKO 
Export | Tanker *e, 
a Lape TERMINAL 


Isla de Bioko 


EQUATORIAL 
GUINEA 


Oe aS tte or es meen Tee 


“~. New Location 
ny ae S47 16N. --- 
8 43' 63°E 


Flame a 
(conspic) 


Pipeline Landfall 


PUNTA EUROPA MARINE TERMINAL 


(ISLA DE BIOKO TERMINAL) 


On 6,000 ft. 
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All Soundings in Feet 
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EQUATORIAL GUINEA/ERITREA 


600 ft. x 2 1/2 in. Chain 


150’ x 10 in. Hawser 


™% 1 1/2 in. Mooring Wire 


or Ship's Head 115° 
SS See 


Ship's Head 29 


2x 16 in. / 12in. 
Loading Hoses 


PUNTA EUROPA MARINE TERMINAL 


(ISLA DE BIOKO TERMINAL) 
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ERITREA/ESTONIA 
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FALKLAND ISLANDS : 


FALKLAND ISLANDS : 
Sa} |. ee A 
Jason Is. ca) 2 
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Shed No. 3 


Sone LAUTOKA 


Shed No. 1 
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Mooring secured on board 


S.B8.M. Gamba and S.B.M. Lucina 


Pick—up wire:7 m. x 32 mm.dia. 
Mooring wire: 14 m. x 42 mm. dia. 
Mooring chain:4.5 m. x 54 mm. dia. 
Mooring nylon:50 m.x 2x 10 in. circ. 
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Anchorage Area 
ESSENTIAL FACTS FOR INCOMING TANKERS 


1. Only clean ballast to be discharged overboard. There are no reception facilities for dirty ballast 

2. The storage vesselis The’Bon Bateau (Call Sign ELCT). Marisat number is 1241411. ETA’s required 72/48/24 hours before arrival 
3. Anchorage area is recommended location for vessels awaiting berth. 

4. Tankers to have ready: 

a. Windlasses, anchors, winches on forecastle, 3 inch messenger. 8° 57E 
b. on starboard side lifting gear capable of lifting a weight of 10 metric tons 

c. on port side pilot ladder/accommodation ladder 

d. reducer to 16 inches for tanker rail hose 

Tanker crew will perform all operations aboard the tanker under the mooring master's guidance. 

Emergency Signal: Rapid & continuous blasts of the ship s whistle 
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SAFETY CHECK LIST 


For use with ICS Guide to Helicopter/Stup Operations 


To be checked by the officer in charge Oo 


Objects withen and adj at to ine 
operating area been secured or removed? oO 
{bl Have off aeriats, standing or running gear above. and 
wn the wicimty of the operating area been lowered of 


secured? Oo 
ic} Has the officer of the watch been consulted about 

the tmp 6 readiness? oO 
{J} Ave the fwe pumps running and os there adequste 

pressure on deck? U 
fe} Are fire hoses ready. (hoses should be near to, but 

clear of the operating area)? Oo 
m Are toam hoses, monitors and portable foam equip 

ment ready? o 
ig) Are foam equipment operators. of whom at least 

two are weanng the prescribed twemen’s outfits 

standing by? ie} 
th) Are the foam nozzles pointing away from the 

helicopter? Oo 
w Mas a rescue party, of whom at least two are 

wearing tiremen’s outtits. been detailed? oO 
4) Is # Man overboa scur boat teady tor mmmediate 

lowenng? a) 
(kh) Ate the following dems of equipment to hand? 

i) Portable f woguisters? Cc 

in) Large axe? is) 

tm) Crow bar? CG 

tv) Wwe cutters? O 

tv) Red emergency signat/torch? o 

ivi! Marshailing batons (at might)? a 
(Has the correct lighting, (including special naviga 

ton lights), been switched on prior to night oper F 

ations? Oo 
im) 1s the deck party ready. and are all passengers clear 

ol the operating area? | 
in} Have hovk handlers Leen equipped with helmets. 

stiony rubber of sustable gloves and rubber soled 

hoes 10 avoid the danger of static discharge? ia} 


Radio Communication 


The helicopter will contact the vessel on VHF-FM channel 16 and 
will request the ship to change to channel 9 or 70 

The vesse! shall advise the helicopter pilot of its position, heading, 
speed and the actual wind direction and speed over the deck. 


Bearing Transmissions 


After radio contact 1s established, until the helicopter 1s over the 
ship, i 15 essential that the vessel transmit direction finding signals 
on 410 kes. On request of the helicopter pilot an uninterrupted 
(locked key) transmission should be given. 


@ CRANES 


SCALE OF METRES 


GERMANY (GENERAL) 
ELBE HELICOPTER PILOTAGE (2) 


2 LANDING ON 
(a) Is the deck party aware that alanding stobemade? O 
(bi Is the operating area tree of heavy spray or seas on 


deck? 
(co) Have side tails and, where necessary, awnings 
stanchions and derncks been lowered or removes’? O 


(di Where applicable have portable pipes been removed 
and have the remaining apex ends been blanked off? = () 
fe) Are rope messengers to hand for securing the 
helicopter, tf necessary? (Note only the helcopter 
pilot may decide whether or mot to secure the hel 
copter 


ia] 


3. TANKERS. Additional Items for Check List 

ja} Gas control. ships not fitted with an inert Gas 
System has pressure been released from tanks 
within thirty (30) minutes of commencement of 
helicopter operations? o 

(bt Gas control, ships fitted with an inert Gas System 
has pressure in Cargo tanks reduced to slight positive 


pressure? Oo 
tc) All tankers have all tank openings been secured 
following venting operations? ia) 
4 BULK AND COMBINATION CARRIERS. Additional 
thems for Check List 
la) Has surface ventilation to dry bulk cargoes ceased 
and have all hatch openings been fully battened 
down prior to hehcopter operations? oO 
5 GAS CARRIERS: Additional tems for Check List 
(a) Mave ali precautions been faken to prevent gas 
emission on deck? oO 


Conditions Li fons 


For most purposes the best relative wind is between 35° abaft the 
beam and ahead with speeds normally from 10 50 knots. However, 
certain sea conditions may make it necessary to obtain @ relative 
wind which 1s between 35° abaft the beam and dead astern. 


Sea and Swell 


If possible the master should ensure that spray, roll and pitch are 
kept to a minimum by selecting a suitable course and speed. This 1s 
particularly important im preventing sea and spray from entering the 
helicopter's engine. The helicopter pilot should be informed of any 
Ikelinood of seas or heavy spray on deck. 


When personne! are being winched to or from smalier ships the 
melicopter pilot may request the ship to head into the sea to reduce 
rolling 
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VESSEL BERTHING ARRANGEMENT 


itis suggested that your vessel is moored to the Marine Terminal in accordance with the lines as shown 

This is considered as a minimum requirement. Use as many additional lines as you wish 

Please use the outets on the extreme ends of the manifold for connecting the Loading Arms l N GC H ON 

If the Starboard boom is ngged, move the boom out of the way of discharging arm connection 

You will need an accommodation ladder on the Port side for use by officials, agents, shore leave for crew, 

oe KYUNG IN ENERGY Co. TERMINAL 
The Starboard loading armis 16in. AS.A. (12 in. for Naphtha Tankers) 

Mnimum required interval between ship's two manifolds is 7 ft. 6 in. for loading arms connections 


16,000 DWT 1,0 FPS Maxmum 
72,500 DWT 0.7 FPS Maxmum 


Max. angle of approach -10° Maximum 
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DWT 72,072 Tons 


LOA 820ft. 
Extreme Breadth 104ft.1.75in 
Actual Arrival Draft 37 ft.7in.F 36ft.8in. A 


Minimum stated depth alongside Berth = 12.00m 
Maximum permissible arrival Draft = 11.20m 
Cargo — 55.776 Long Tons Iron Ore 

Soundings taken by hand Lead at Low water 
Rise & Fall of tide — About Ift 
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Abashiri 
Abbot Point 
Aberdeen 
Abidjan 
Abu-Al-Bukhoosh 
Acajutla 
also see Late Plans 
Achladi 
Adabiya, see Suez 
Adelaide 
Aeroskobing 
Agadir 
Agia Trias, see Megara 
Agioi Theodoroi 
Agotnes 
Aguadulce 
Aguilas & Hornillo 
Ahmed Bin Rashid 
Ahus 
Ain Sukhna 
Aioi 
Airlie Island 
Aitape 
Ajaccio 
Ajos Harbour, see Kemi 
Akita 
Akrotiri 
Akureyri 
Al Bakr Terminal 
Alameda, see San Francisco 
Alanya 
Alba Marine Facility, see Sitra 
bania 
Albany, Western Australia 
Albany, New York 
Alcanar 
Alcudia 
Alesund 
Alexandria, Egypt 
Alexandria, Virginia, U.S.A. 
Algeciras 
Algeria 
Algiers 
Aliaga 
Alicante 
Almeria 
Almirante, Panama 
Almirante Soares Dutra Terminal, 
see Tramandai 
Alotau 
Alumar 
Amagasaki 
Amamapare 
Ambes, see Bordeaux 
Amherstburg 
Amsterdam, 
also see North Sea Canal 
Amuay Bay 
Anacortes 


Anewa Bay 
Angle Bay, see Milford Haven 
Ango Ango, see Matadi 
Angola 
Anguilla 
Angra Dos Reis 
Anoa Marine Terminal 
Antalya 
also see Late Plans 

Antan Terminal 
Antibes 
Antifer, see Le Havre 
Antigua 
Antilla 
Antimonan 
Antofagasta 
Antonina 
Antwerp 
Aomori 
Aparri 
Apia 
Apra, see Guam 

aba 


Aracaju 

Aratu 

Arbatax 

Arbroath 

Arctic Canada Traffic Zone 
Ardalstangen 

Ardjuna 

Ardrossan, Australia 
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Ardrossan, U.K. 
Areia Branca 
Arendal 
Argentia 
Argentina 
Arguineguin 
Arhus, see Aarhus 
Arica 
Art Island, see Noumea 
Aruba 
Arun Terminal, 
see Lhokseumawe 
Arzanah Island 
Arzew 
Arzew El Djedid 
Ascension Island 
Ash Shihr 
Ashdod 
Ashtabula 
Ashtart 
Asnaes 
Aspropyrgos 
Asry Dry Dock, see Mina Sulman 
Assab 


Assens 
Astoria 
Atsumi 
Auckland 
Augusta 
AUSREP 
(Australian Ship Reporting Area) 
Australia 
Avarua, see Avatiu 
Avatiu 
Aveiro 
Aviles 
Avonmouth, see Bristol 
Ayr 
Azores 


Baddeck 
Bagnoli 
Bahamas 
Bahia Blanca, Galvan 
Bahia Blanca, Ingeniero White 
Bahia Honda, see Mariel 
Bahia Las Minas 
Bahia Portete, see Puerto Bolivar 
Bahrain 
Bahregan 
Bajo Grande 
also see Maracaibo Lake 
Bakar, see Rijeka 
Balao Terminal 
Balboa 
Ballast Head 
Ballybricken Point, see Cork 
Baltic Deep-Sea Pilotage 
Baltic Entrance 
Baltimore 
Bandar Abbas 
Bandar Imam Khomeini 
Bandar Mahshahr 
Bandholm 
Bandirma 
Bangkok 
Bangladesh 
Bangor, U.K. 
Bangor, U.S.A. 
Banias 
Banjul 
Bantry Bay 
Banyuwangi 
Baoshan, see Shanghai 
Bar 
Baracoa, see Moa 
Barbados 


Barbours Cut, see Houston 
Barcadera 

Barcelona 

Bari 

Barra do Riacho 
Barranquilla 

Barrow 

Barrow Island 

Barry 

Basle 

Bassens, see Bordeaux 
Basse Terre, Guadeloupe 


Basseterre, St. Christopher and Nevis 


Bastia 


Batangas 
Baton Rouge 
also see Mississippi River 


Batsfjord 

Batumi 

Bay of Fundy Vessel Traffic 
Management Zone 

Bay Roberts 

Bayonne 

Bayport, see Houston 


also see Port Arthur 
Beauty Point, see Launceston 


ur 
Beihai 
Beilun, see Ningbo 


Belgium 
Belgorod-Dnestrovsky 
Belida Marine Terminal 
Belize 
Belize City 
Bell Bay, see Launceston 
Bellingham 

hazi 


Betio, see Tarawa 
Biak 


Bilbao 

Bima Marine Terminal 
Bintulu 

Bintulu Marine Terminal 
Birkenhead, see Liverpool 
Birsfelden, see Basle 


Blaye, see Bordeaux 
Blowing Point 
Bluff 


Bordeaux 

Borj Islam 
Borusan 
Bosphorus 
Boston, U.K. 
Boston, U.S.A. 
Bota, see Douala 
Botany Bay 
Botas 


Botwood 
Bougie, see Bejaia 
Boulogne-sur-Mer 


Braakman Harbour, see Terneuzen 
Braefoot Bay 
Brake 
Brasil, see Bonaire 
Brass Terminal 

also see Late Plans 
Brazil 
Bremen 
Bremerhaven 
Brest 
Brevik 
Bridgeport 
Bridgetown 
Bridgewater 
Brisbane 


Brownsville 

Brunei Darussalam 
Brunsbuttel 
Brunswick 

Brussels 

Buchanan 
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Buckie 

Bude 

Buenaventura 

Buenos Aires 

Buffalo 

Buka | 
Bukpyung, see Tonghae 


Bullen Bay 


Burnside, 
__ also see Mississippi River 


_ Burntisland — 


. — Burutu_ 


a 


Bushire 
_ Butcher Island, see Bombay 
_ Butterworth, see Penang 
eth 


‘Butzfl 
— BZ 34 Terminal 


Cabanas, see Mariel 


_Cabedelo 
~ Cabinda 
Cabo. Negro, — 


____ see Punta Arenas, Chile 


Cadiz 
Caen 
_ Cagayan De Oro 
+ ~ Cagliari 
Caimanero, see Guantanamo 


Cairns: 


Caldera, Chile 
Caldera, Costa Rica 
-Calderilla 


‘Camar Marine Terminal — 
Cambodia 
_ Cameroon, Republic of 


7 Camp 


Cape Cuvier, see Carnarvon 
also see Late Plans ~ 


A Gaps Verde Islands 


Caraquet, see Shippegan 
Carboneras . ; 
Cardenas 

Cardiff 

Caripito 
_Carmopolis, see DTBASA/SE 
_ Carnarvon 

also see Late Plans 

_Caronte, see Marseilles 
Carrickfergus © 


_ Cartagena, Colombia 


Cartagena, Spain 
Casablanca 
Casilda Bay, see Cienfuegos 
Castellon de la Plana 
Castletown Bere 
Castries | 
Catania 


- Catbalogan, see Tacloban_ 


Cayman Brac 
Cayman Islands 
Cayo Arcas 
~ Cayo Juan Claro, 
see Puerto Padre 
_ Cebu 
Ceiba Hueca, see Manzanillo, Cuba 
Ceuta 
Ceyhan, see Botas 
Chacabuco, see Puerto Chacabuco 
Chaguaramas 
Challis, see Challis/Jabiru/Skua 
Challis/Jabiru/Skua 
Chaina, see Mongla 


Charlottetown t 
Chatham, see Medway 
Chekaa 


Chicago 
Chicoutimi, see Port Saguenay 
Chile 


Chile Search & Maritime Rescue Areas 
Chimbote 


China (Chinese People’s Rep.) 
Chioggia 


see Lake Charles. 


a 
Corinth, see Isthmia 
Corinto 


Cromarty Firth Port 
Cronstadt Island 
Crown Point 

Cuba 


Cul de Sac Bay 

Cumana, see Puerto Sucre 
Curacao 

Cuxhaven 


Cyprus 
Cyrus Terminal, see Soroosh Terminal 


D 


Dadiangas 
Daesan 

Dairen, see Dalian 
Dakar 


Dalhousie 

Dalian 

Dalrymple Bay, see Hay Point 
Damietta 

Dammam 

Dampier 

peng 

Eakey 

Dardanelles 

Darius Terminal, 


see Kharg Island 
Dartmouth, U.K. 


Davao 

Deauville, see Trouville 
Degrad des Cannes 
ao see Alexandria 


Destrehan, see Mississippi River 
Detroit 
Devonport, Tasmania 


Dina, see Rijeka 
a see Jakarta 


Djbout Terminal 


Daneisice 
Dominican Republic 
Donaldsonville, 

also see Mississippi River 


see Nantes-St. Nazaire 
Dordrecht 
Dorood Terminal, see Kharg Island 
Douala 


DTBASA/SE 
Dubai Dry Dock, see Port Rashid 
Dublin 


Dubrovnik 
Ouro 
jarine Terminal 


Easter Island 

Eastern Canada Traffic Zone 
East London 

Eckernforde 

Ecuador 


Eden 
Edinburgh, Tristan Da Cunha 
Eemshaven 


El Dekheila, see Alexandria 

El Djazair, see Algiers 

El Guamache 

El Hornillo, see Aguilas and Hornillo 
El Jadida 


EI Palito 

El Salvador 

El Tablazo 

Elbe Helicopter Pilotage 

Elbe Pilotage/Helicopter Service 
Elbe Terminal, see Brunsbuttel 
Eleusis 

Emden 

English Bay, see Ascension Island 


Europoort/Rotterdam 
Everett 
Exmouth 


Fi , see Narvik 
F Islands 
Fall River 

Falmouth 


Faroe Islands 

Fateh Terminal 

Fawley, see Southampton 
Fecamp 
Felixstowe 
Felton, see Antilla 
Ferndale 


Ferrol 


Fiborgtangen 
Figueira da Foz 
Fil 


Finland 
Finnart, see Clydeport 
Firth of Clyde 
Firth of Forth, see Leith 
Fishguard 
Fiumicino 
Fleetwood 
Flensburg 
Floro 
Flotta, see Scapa Flow 
Sgro 
Flying Fish Cove, 

see Christmas Island 
Foca, see Nemrut Bay 
Forcados 
Forno 
Fortaleza 
Fort de France 
Fos, see Marseilles 
Fowey 
Foynes Island, 

see Shannon Estuary 
Frafjord 
France 
Fraser Port 
Fray Bentos 
Fredericia 
Frederikshavn 
Frederiksskans, see Gavie 
Frederikstad 
Freeport, Bahamas 
Freeport, Texas 
Freetown 
Fremantle 
Froland, see Uddevalla 
Fujairah 
Fukui 
Fukuyama 
Funakawa 
Funafuti 
Funchal 
Fushiki 
Futtsu, see Kisarazu 
Fuzhou 


Gabes 

Gabon 

Gaeta 

Galeota Point 

Galle 

Galvan, see Bahia Blanca 
Galveston 

Galway 

Gamagori 

Gamba 

Gambia 

Gandia 

Garrucha 

Garston 

Gaspe 

Gastria Bay, see Kalecik 
Gavie 


Gdansk 

Gdynia 

Gebe Island 

Gedser 

Geelong 

Geismar 

Gemikonagi 

Gemlik 

General San Martin 

General Santos City, see Dadiangas 
Genoa 

Georgetown, Ascension Island 
Georgetown, Cayman Islands 
Georgetown, Guyana 
Georgetown, U.S.A. 

Geo 


Ghannouche, see Gabes 
Ghazaouet 
Ghent 
Gibraltar 
Gijon 
also see Late Plans 
Gingoog 
Giresun 
Girvan 
Gisborne 
Gizan 
Gladstone 
Glasgow, see Clydeport 
Glensanda 
Glomfjord 
Gloucester, 
see Sharpness & Gloucester 


Golovasi, see Botas 
Good Hope, see South Louisiana 
also see Mississippi River 


Goole 

Goose Bay 

Gothenburg 

Gove 

Gramercy, see Mississippi River 
Grand Bank 


also see Leith 
Granudden, see Gavie 
Granville 
Grays Harbor 
Great Yarmouth 
Greece 
Green Bay 
Greenock, see Clydeport 
Greenland 


Greenore 
Gregorio, see Punta Arenas, Chile 
Grenaa 


Grimsby 
Groningen 
Groote Eylandt 
Guadeloupe 
Guam 
Guangzhou 
Guanta 
Guantanamo 
Guaranao 


Hafnarfjordur 
Haifa 


Halifax Vessel Traffic 
Management Zone 

Hallstavik 

Halmstad 

Halul Island 

Hamada 

Hamble, see Southampton 

Hamburg 

Hamilton, Bermuda 

Hamilton, Ontario 

Hamina 

Hammerfest 

Hampton Roads 

Hamrawein 


Hannan, see Sakai 
Hantsport 
Haraholmen, see Pitea 


Heroya 
Heungnam 
Heysham 
Hibi 
Hibikinada 
Hikari 

Hilo 

Himeji 
Himekawa 
Hiroshima 
Hitachi 
Hobart 
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Ho Chi Minh City 
Aree 


Hornefors 
Hornillo, see Aguilas & Hornillo 
Horsens 


Hualien 
Huangpu, see Guangzhou 
Huangshi 


Huizhou Terminal 

also see Late Plans 
Hull 
Hunterston, see Clydeport 
Huntington Beach 
Husnes 
Husum 


Ibiza 
Iceland 
Igarka 
Ijmuiden, see Yjmuiden 
liheus 
llichevsk 
lligan 

llo 

lloilo 
llulissat 
Imabari 
Imari 
Imbituba 
Immingham 
Inchon 


India 

Innoshima 

Indonesia 

Ingeniero White, see Bahia Blanca 
Inkoo 


Inspection Head, see Launceston 
Invergordon, 
see Cromarty Firth Port 


lraklion 
Iran 


Iraq 

Ireland 

Isabel 

Isabela de Sagua 
tsafjordur 

Isdemir 
Ishikariwan-Shinko 
Ishinomaki 
Iskenderun 


also see Ports in Iskenderun Bay 


Isla de Bioko Terminal, 


see Punta Europa Marine Terminal 


Isle of Grain, see Medway 
Isle of Pines, see Noumea 
Israel 


Itzehoe 


Izuhara 


J 


Jabiru, see Challis/Jabiru/Skua 
Jacksonville 
Jade Radar Chain, 
see Wilhelmshaven 
Jakarta 
Jakobstad 
Jamaica 
Jamestown 


Japan 
Jawaharlal Nehru Port 


i de 


PLAN INDEX 
| — at aan 


Sebel Ali 
Jebel Dhanna-Ruwais 
Jeddah 


rr _ Jimenez _ 
e Jizan, see Gizan 


a Jordan 
ma Jorf Lasfar 
Jose Panganiban — 
Jose Terminal 
Ju’ aymah 
also see Ras Tanura 
| Juan de Fuca Co-op VTS 
P = Jubail : 
; *t _ Jurong, see el cia 


ae K 


— Kalecik 
Kali Limenes 


— 
nf 


* also see Ports in Kanmon-Ko 
q ~ also see Kanmon-izo 
a é “Traffic Separation Scheme _ 
~ Kanokawa : 
i _ Kaohsiung 
: et _ Karavostassi, see Gemikonagi 
_ Kardeljevo, see Ploce 
Karlshamn © 
Karlstad 
____- Karrebaeksminde, see Naestved 
ri Karsar, see Gavie 
i -Karsto 
_ Karwar ~ 
-Kasaoka — ’ 
‘Kashima 
Kasim Marine Terminal e 
_ Kaskinen 
Kasko, see Kaskinen 
~ Katakolon 
f° Katsunan, see Chiba 
4 — Kavieng 
___ Kawaihae, see Hilo 
Kawasaki 
_ Keelung 
_Kemaman 
a> also see Late Plans 


Khanom 

r. _-Kharg Island 

‘Khemco Terminal, 

see Kharg Island. 

_Kherson 

_ Kholmsk 

mae Khor Fakkan 

> 2 — Marine Terminal, see Late Plans 
ei ie 

of Kiel Canal 


___ Kleinhueningen, see Basle 
4 oe 


Kobe & Osaka Area 

Kobe, Port Island 

_ Kobe, Rokko Island 
i 


Kolding 
Kole 
Komatsushima, 
see Tokushima-Komatsushima 


Kralendijk 

Kribi, see Douala 
Kristiansand 
Kristinehamn 


-Krueng Geukueh, see Lhokseumawe 


Kuantan 
also see Late Plans 
Kuching 


‘Kudamatsu 


Kudat, see Sabah 

Kumul Marine Terminal 

Kunak 

Kure 

Kushiro 

Kuto, see Noumea, Isle of Pines | 
Kuwait 

Kwinana, see Fremantle 


La Rochelle, see La Rochelle/La Pallice 
La Rochelle/La Pallice 

La Romana 

La Salina 

La Seine, see Rouen 

La Seyne Bregaillon, see Toulon 

La Skhirra 


Labuantring 


Laguna 
Lahad Datu, see Sabah 
rles 


Lakehead Harbour, see Thunder Bay 
tareon” Terminal 


Leixoes 


see Late Plans 


Lisbon 
Lithuania 
Liverpool, ae Canada 


Angeles 
Loudden, see Stockholm 
Louisiana Offshore Oil Port, 
_see L.0.0.P. Terminal 


Maaloy 

Maasin, see Tacloban 
Macassar, see Ujung Pandang 
Maceio 


Mackay 
Macquarie Harbour, see Strahan 
Madagascar 


Madang 
Madinat, see Yanbu 
Madeira 


Madras 

Madre De Deus Terminal, 
see Salvador 

Madryn, see Puerto Madryn 

Mahon 


Malongo Terminal, see Cabinda 
Malta 

Mamonal, see Cai , Colombia 
Manati, see Puerto Padre 

Manaus 

Manchester 

Mandji, see Port Gentil 

Manfredonia 

Mangkasa/Malili 

Mani 

Manta 

Manzanillo, Cuba 

Manzanillo, Mexico 

Map Ta Phut 

Maracaibo Lake 

Maranhao, see Sao Luis 

Mar del Plata 

Mare Island, see Noumea 
Marianas (North) 


Marsden Point, 


Matanzas, Cuba 

Matanzas, Venezuela 
Matanzas-San Felix, Venezuela 
Matarani 

Mategata 


Mati 
Matsushima 
Matsuura 
Matsuyama 
Matsuzaka 
Mauritania 
Mauritius 
Mazatlan 
McDuffie Terminal, 
see Mobile 
Media Luna, see Manzanillo, Cuba 
Medway 
Megara 
Mejillones 
Melbourne 
Melilla 
Mersin 
Messina 
Methil 
Mexico 
Miami 
Micronesia 
Middelfart 
Middlesbrough, see Tees 
Miike 
Milaki 
Milazzo 
Milford Haven 
Milner Bay, see Groote Eylandt 
Milos Island 
Milwaukee 
Mina Abdulla 
Mina al Ahmadi 
Mina-al-Fahal 
Mina Jebel Ali, see Jebel Ali 


Mina Qaboos, see Port Sultan Qaboos 


Mina Raysut, see Port Raysut 
Mina Saqr 

Mina Saud 

Mina Sulman 
Mina Zayed 
Minamata 
Miragoane 

Miri 
Mishima-Kawanoe 
Mississippi River 
Mistley 

Misumi 

Misurata 

Mitilene 
Mitsukojima 
Miyako 

Miyazu 
Mizushima 


Mocamedes, see Namibe 
Moerdijk 
Mogadiscio 
Mohammedia 

also see Late Plans 


Monfalcone 
Mongla 
Mongstad 
Moni 
Monrovia 
Montego Bay 
Montevideo 
Montoir, 
see Nantes-St. Nazaire 
Montreal 
Montrose 
Morehead City 
Mori Port, see Tanabe 


Morphou Bay, see Gemikonagi 
Morro Redondo 

Mosjoen 

Mossel Bay 

Mostaganem 

Motril 

Moudi Marine Terminal 


Muara 

Mubarek Terminal 

Mubarraz Terminal 

Mukalla 

Mukho 

Multedo Oil Terminal, 
see Genoa 

Murmansk 

Muroran 

My Khe, see Danang 

Myanmar, Union of 


Myrtle Grove, 
see Mississippi River 
Mytilene, see Mitilene 


Naantali 
Nacala 
Naestved 
Nagapattinam 
Nagasaki 


Namikata 
Nampo 
Namsos 
Nanaimo 
Nanao 
Nanisivik 
Nanjing 
Nantes/St. Nazaire 
Nantong 
Naoetsu 
Naoshima 
Napier 
Naples 
Narvik 
Nasipit 
Nassau 
Natal 
Nauru 
Nawiliwili 
Nederland, see Port Arthur 
Nelson 
Nemrut Bay 
Nepoui, see Noumea 
Netherlands 
Netherlands Antilles 
Nevelsk 
New Bedford 
New Caledonia 
New Haven, U.S.A., 
New Holland 
New London 
New Mangalore 
New Orleans 
also see Mississippi River 
New Plymouth 
New Richmond 
New Ross 
New Westminster, B.C., 
see Fraser Port 
New York/New Jersey 
New Zealand 
Newcastle, N.S.W. 
Newcastle, U.K., see Tyne 
Newhaven, U.K. 
Newfoundland Traffic Zone 
Newington, 
see Portsmouth, N.H., U.S.A. 
Newlyn 
Newport, Gwent, U.K. 
Newport News, 
see Hampton Roads 
Nicaragua 
Nicaro, see Antilla 
Nice 


Nigg Oil Terminal, 

see Cromarty Firth Port 
Niigata 
Niihama 
Nikiski 
Nikolaev 
Ningbo 
Nipe Bay, see Antilla 
Niquero, see Manzanillo, Cuba 
Nishihara 
Nishtun 
Norco, see South Louisiana 
Nordenham 
Norfolk, see Hampton Roads 
Norrkoping 
Norrsundet 
North Sea Canal 
North Sydney, Canada 
Northern Mariana Islands 
Northport 
Northville, see Riverhead 


Nueva Gerona 
Nueva Palmira 
Nuevitas 


P1630 
P563 


Nuku'Alofa 


Oakland 

Odense 

Odessa 

Odudu Terminal 

Ofunato 

Ogdensburg 

Oghishima, see Kawasaki 
and Yokohama 

Oguendjo Terminal 

Oita 


Olbia 

Olympia 

Omaezaki 

Oman 

Omisalj, see Rijeka 
Onahama 


Onehunga 
Onoda 
Onomichi 
a 
Orange 


Ostend 
Ostermoor, see Brunsbuttel 
a see Mississippi River 


Otterbacken 
Quistreham, see Caen 
Oulu 
Ouvea Island, see Noumea 
Ovendo 

also see Late Plans 
Owase 
Oxelosund 


P 


Paagoumene, see Noumea 
Pachi 
Paita 
Pakistan 
Palamos 
Palanca 
Palermo 
Palma 
Palm Beach 
Palmeira Bay 
Pampus Harbour, 
see Norrkoping 

Panama 
Panama Canal 
Panama City, U.S.A. 
Pangkalbalam 
Panjang 
Papeete 
Papenburg 
Papua New Guinea 
Para, see Belem 
Paradip 
Parana and Uruguay Rivers 
Paranagua 
Pargas 
Paris 
Parry Sound 
Heese 

oe la 
Pasir Gudang 
Paspebiac 
Patras 
Pauillac St. Estephe, 

see Bordeaux 

Paysandu 
Pedregal 
Peel 
Pelabuhan, see Lhokseumawe 
Pelotas 
Penang 
Penco, see Talcahuano 
Pennington 
Pensacola 
Penzance 
Perth 
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Port Taranaki, see New Plymouth P1011 
P1094 Port Vauban, see Antibes — - P464 
P1496 Port Vendres | ‘ ns — P499 
P1661 Port Victoria lise P1209 
P1102 Port Vila - Fe Bes Coca -* Paras: 
P995 Port Walcott _ Se ke eS 
P1338. =—Ss~Port-of-Spain > "Rt 
P1014 Portland, Australia == = == P100 
« P351 Portland, Maine, U.S.A. P1673 
™ P1100 Portland, Oregon, U.S.A. en P1675— 
P1666 Porto Alegre ta! ~P165— 
z --P723.—«—SséPrtosel, See Barrado Riacho =-s——«#i SD 
_ + eenP564 - “Porto: Corsini, see aaa ; P725 
Sepd304:. Porto Empedocle oe) pT ETA 
--_-P648=—s«éPorto Grande anes  P270 
_ Porto Marghera, see Venice P7741 
: PortoTrombetas == = ~~ P166 
Vv ssissippi River es - Porto Vesme- at = At P7724 
“hit ates POS9! TRON FS SUE Eee P1500 
- Portsmouth, Dominica _ _P399° 
Portsmouth, U.K. iyae ey te 
Portsmouth, N.H., U.S.A. 5 Seatare 


@ ie. Ay dail a ae 
BS _ see Hampton Roads | Sree “». 
P1848 : i 


ail w+ ~ Richmond, Virginia 
O- ae ae oe / eee. _ Ridley Island, see Prince — 
“i Puerto Armuelies ry es oe 77 TeiOi «> Pika 
Puerto Bayovar [vhs iv P1100 Rio de Janeiro 
Puerto Bolivar, Colombia P327 Rio Grande 
Puerto Cabello — ay © gino hee” also see Late Plans 
Puerto Castilla Oe SS lo Haina 
Puerto Chacabuco op Shp toneleghee: SS Seino ese Late Plans 
Puerto Corral >= F283 Risavika, see Sola 
eet Coes 8 gee re tee Hobe. ” 
_PuertoDeseado cal P20 ‘RiverEbe 
Puerto Galvan , see Bahia Blanca ct aera: 3 GR ~ River Parana a . 
_ Puerto Ingeniero White, sv giah ee River Plate : f 
=. see | Bahia Blanca ide Pas + oak oprah atk P16 * River Un jay 
Puerto La Cruz Ce P1733 teat 
also see El Chaure Puen la Cruz ye Road Bay f 
Peso ‘ Road Harbour 
mits P21 - Roberts Bank, see Vancouver 
Hate a _ Rochefort sur Mer 
‘hte: z Rochester, U.K., see Medway 
P3385 Rochester, U.S.A. 
F283, Rockhampton 
3 = P431 ar) -Rodby if -. 
eats. te _ Rodney Terminal, see Saint John _ 
ot P1730 Romania 
P358 = Ronne hy 
P1133 Ronneby 4 
. _.P576 Rosario, Argentina 
P1153 Rosario, Philippines, see Manila 
P1023 Rosarito 
Puerto Sucre wer'* a P1733. Ss Rosas 
Pulau Baai, ieee Benga” Sbeiiiien mn ; 
—-Puluy; pandan ae a ee P1134 Roseau 
ay Arenas, Chile ; Pe —P284 Rosslare 
Bae: Cocnio pr wien atesitig Ss rela ropoort 
é inta Cuchi a= ~ 1 ; «. @ 
; Funke: Europa Marine Terminal —— Ra eer 
inta de Palmas — - >t at ae R Di 
Punta Gorda, see Moa a ae ae oe 
Punta Quilla - P22 Russia 
Punta Umbria, see ease P1260 Ruwais, 
Puntarenas, Costa Rica a ih pane, see Jebel Dhanna-Ruwais 
r Pyamu on. 7 caer ae 
; m rt ool Wait an 
i Tee aie a a. « eae! 
Port ects : oy 
a ‘es opine Rie | Pp , ‘lahaiepa os : ee) 
: ; ? : 4 = a q 
Port Percy, — ane 8 te ' Q : ., s 
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_ Ras-al-Khafji 
Ras al Mishab 
Ras Bahregan, see Bahregan 
Ras Budran 
Ras Gharib I 
Ras Isa Marine Terminal 
Ras Lanuf 
_ Ras Selaata 
_ Ras Shukheir 
Ras Tanura/Ju’ tae 
- Rauma- 


niet 


-Rautaruukki, see Raahe a 


: ‘Ravenna 


Richards Bay 
_ Richmond, California 


St. John's, Newfoundland 


St. Kitts, 
see St. ee & Nevis 
St. Lawrence Seawa 
St. Lawrence River 
Vessel Traffic Management 
St. Louis du Rhone 
St. Lucia 
St. Malo 
St. Nazaire, 
see Nantes/St. Nazaire 
St. Petersburg 
St. Pierre 


St. Vincent, see Porto Grande, 
_ Cape Verde Islands 


Sakaiminato 

Sakata 

Salaverry 

Salawati 

Saldanha Bay 

Saladin Marine Terminal 

Salem 

Salerno 

Salina Cruz 

Saltend, see Hull 

Salvador 

Samarai 

Samarinda 

Samcheog Hang 

Samcheon Po 

Sam Chuck, see Samcheog Hang 

Samsun 

San Antonio 

San Antonio Este 

San Carlos 

San Ciprian 

San Diego 

San Fernando 

San Francisco 

San Jose, Guatemala 

San Jose, Philippines, see Tacloban 

San Juan, Puerto Rico 

San Juan de la Costa 

San Julian 

San Lorenzo, Argentina 

San Lorenzo, Honduras 

San Martin, see San Lorenzo, 
Argentina 

San Nicolas, Argentina 

San Nicolas, Aruba 

San Nicolas, Peru 

San Pedro, Argentina 

San Pedro, lvory Coast 

San Sebastian, see Sao Sebastiao 

San Vicente, Chile 

San Vicente, Philippines, 


Sandwich Oil Terminal, 
see Cape Cod Canal 

Sant Carles de la Rapita 

Sant Feliu de Guixols 

Santa Ana, see Davao 

Santa Cruz, Argentina, 
see Punta Quilla 

Santa Cruz del Sur, see Guayabal 

Santa Cruz de Tenerife 

Santa Fe 

Santa Marta 

Santan Terminal 

Santana 

Santander 

Santarem 

Santiago de Cuba 

Santo Domingo 

Santos 

Santo Tomas de Castilla 

Sanya 

Sao Francisco do Sul 

Sao Luis 

Sao Sebastiao 

Sao Tome & Principe 

Sapele 

Sarnia 

Sasa, see Davao 

Sasebo 


Sattahip 

Sauda 

Saudi Arabia 
Sault Ste. Marie 
Savannah 


Scheveningen 
Scrabster 

Seaham 

Seal Sands, see Tees 
Searsport 


Semarang 
Sembawang, see Singapore 
Seme Terminal 


Shannon Estuary 
Shantou 

Sharjah 

Sharpness & Gloucester 
Sheerness, see Medway 
Sheet Harbour 

Shibushi 

Shijiusuo 

Shimizu 

Shimonoseki 

Shimotsu 

Shingu 

Shiogama 

Shippegan 

Shoreham 

Shuaiba 

Shuwaikh 

Sibu 


Sidi Kerir 


Sihanoukville 

Silloth 

Sines 

Singapore 

Sirri Island 

Sirtica Terminal, see Ras Lanuf 


Skelleftehamn 
Skikda 
Skoldvik, see Porvoo 
Skua, see Challis/Jabiru/Skua 
Slagen 
Slite 
Slovenia 
Smith's Bluff 
also see Port Arthur 


Sorong, see Kasim Marine Terminal 
Soroosh Terminal 
Sour, see Late Plans 
Sourabaja, see Surabaja 
South Africa 
South Louisiana 
Also see Mississippi 
South Riding Point 
also see Late Plans 
Southampton 
Spain 
Split 
Spring Bay 
Sri Lanka 
Sriracha 
Stanley 
Statia Terminals, see St. Eustatius 
ees 
t 


lege 
Stenungsund 
Stephenville 
Stigsnaesvaerket 
Stockholm 
Stockton, California 
Stornoway 
Storugns 
Strahan 
Stralsund 
Strait of Magellan 
Stranraer 
Strasbourg 
Straumsvik 


PLAN INDEX 


Summerside 


aoe Gerong, see Plaju 
Surabaja 

Surigao 

Suriname 

Suva 

Suzaki 

Svendborg 

Swale, see Medway 

Swansea 

Sweden 

Swinoujscie, see Szczecin 

Switzerland 

Sydney, Australia 

Sydney, Canada 

Syria 


Szezecin 


Tabaco 

Tacloban 

Tacoma 

Tadine, see Noumea 
Tagaloan 

Tagonoura 

Tahkoluoto, see Pori 
Taichung 

Taiwan 

Takamatsu 

Takoradi 

Takuma 

Talcahuano 

Tallaboa Bay, see Guayanilla 
Tallinn 

Taltal 

Tamatave, see Toamasina 
Tampa 

Tampico 

Tanabe 

Tanamo 

Tananger, see Sola 

Tanauan 

Tandjong Lepee, see Pomalaa 
Tengong Perak, see Surabaja 


anga 
Tangier 
Tanjong Bruas, see Malacca 
Tanjung Bara 
Tanjung Manis 
Tanjung Priok, see Jakarta 
Tanzania 
Taranaki, see New Plymouth 
Taranto 
Tarawa 
Tarbert Island, see Shannon Estuary 
Tarragona 
Tartous 
Tauranga 
Tawau 
Tazerka 
Tees 
Tefran, see Sao Francisco do Sul 


Tema 


Thio, see Noumea 

Three Rivers, see Trois Rivieres 
Thunder Bay 

Thursday Island 

Tianjin 

Tiko, see Douala 

Timaru 

Tjilatjap, see Cilacap 
Toamasina 

Tobata 


Tokushima-Komatsushima 
Tokuyama 
Tokyo 

also see Ports in Tokyo Bay 
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